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Newark element14 is the Development Distributor, a global partner that 


supports the technology community at every stage. From developing 
the dreams of students and makers to helping professional engineers 
develop their ideas and products, we build a community that benefits 


from our technology. 


Our solutions increase productivity and keep lines running developing 


our customers’ businesses. 


Calibration Services 
For off-the-shelf Test & 
Measurement equipment and 


shipping, often in 48 hours or less. 


newark.com/calibration-services 


Custom Panel Meters 
Customized analog & digital panel 
meters to meet your specs. 
newark.com/custom-panel-meters 


Custom Enclosures 
Modification or customization. 
newark.com/custom-enclosures 


Re-reeling Services 
For semiconductors and passive 
surface mount products. 


Customized Kits 
Built, labeled and shipped to help 


expedite your production process. 


newark.com/kitting 


Printed Circuit Kits 
Built from your complete BOM 
including fabricated board. 


newark.com/kitting 


Total Procurement Cost 
Analysis to help lower your total 
cost of procurement. 


Scheduled Orders 

Products procured, scheduled and 
ready to ship for future release 
dates. 


Dedicated Inventory 
We’ll set aside reserved inventory 
for your JIT or KANBAN. 


Stockroom Solutions 

We can evaluate supply and 

organize stockrooms. 
newark.com/stockroom-solutions P 
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Your Development Distributor 


Offering products and solutions to create a better future 
We inspire the next generation of engineers with our content, software 
and educational boards, enabling them to develop their future, while 
makers develop their dreams with our single board computers, software 
and components. Our element14 community is a valued resource for 
teachers and enthusiasts worldwide. 


Education Services: Get STEM Academy: A dedicated area 
easy access to products and for anyone who wishes to explore 
convenient purchasing to support learning concepts and classroom- 
your curriculum. based design projects within the 
newark.com/education-services electronic and digital space. 


elementi4.com/stem 
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Your Development Distributor 


Helping bring your ideas to life 

We help companies of all sizes, from start-up to global enterprises, 
including some of the world’s largest semiconductor companies develop 
their ideas. With the world’s largest selection of development kits, the 
latest components and informative resources, we are a vital element of 
research and design. 


Development Kits & Tools: Design Engineering Resources: 
Discover the widest selection of Accelerate your innovation with 
development kits and tools from everything you need for every 
the top manufacturers in analog phase of your design process. 
and embedded design. newark.com/design 


newark.com/devkits 
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PROTOTYPE 
& TEST 


Your Development Distributor 


Develop and build your prototype faster 

We have the widest selection of components, boards, kitting, tools and 
test equipment for you to develop your products. With expert technical 
support, and custom development services, we help you develop your 
prototype sooner. newark.com/kitting 


Test & Measurement: Lab Solutions: Everything 
Discover the widest selection you need for your workbench. 
of test equipment from the top Equipment. Accessories. 
manufacturers like Tektronix, Software. Support. 

Keysight and Fluke. newark.com/lab-supplies 


newark.com/test-measurement 
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Your Development Distributor 


Supporting your business and maintenance needs 

We develop your business by delivering the components you need to 
manufacture your products, automate industrial systems and ensure 
they are well maintained. From tape & reel services for components to 
supplying spares and consumables, we’ve been developing customers’ 
businesses for over 80 years. 


Facilities & Operations Support: Next Day Delivery: Need it 


Get all the right products, tomorrow? We offer overnight and 
technology, information and tools Saturday delivery. 
to keep your operations up and newark.com/shipping 


running and get the job done fast. 
newark.com/facilities 
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9G Wireless Industrial loT Embedded Vision Cloud Computing 


Shaping the Future of 
Next Generation Systems 


Xilinx All Programmable Solutions enable Smarter, Connected, and 
Differentiated Systems, integrating the highest levels of software-based 
intelligence with hardware optimization and any-to-any connectivity. 


=. XILINX 


ALL PROGRAMMABLE» 


For more information visit 
newark.com/xilinx 


(o) Download Xilinx GO @ App Store > Google play ny fG@® 
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Explore our expanded range 
of Full Reel Semiconductors. 


Available in Cut Tape, too! 


= Find 50,000+ high quality tape & reel components #= Supplied in original manufacturers packaging 
= Thousands more products added monthly = Suitable for all your production needs 
= Market leading manufacturers L Competitive prices up to 8 price breaks 


We stock Full Reel components from the Industry’s Leading Manufacturers 
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Not sure which semiconductor is right for your design? 
Get direct, one-on-one technical support via Live Chat online 24/5 or by phone at 1.877.736.4835. 


We’re adding products and subtracting fees... which equals a better way to buy electronic components 


We’ve expanded our inventory of semiconductors, passives And, we’ve remove the $20 up-charge on thousands of devices 
and optoelectronics! Now you can access thousands more shipped from our overseas warehouse — so you'll pay evven less 
components in stock from top brands to get the parts you need! 
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Semiconductors - Full Reels and Cut Tape 


Semiconductors 


Clock & 


Timing Optoelectronics RF Discretes 


Analog 


Logic 
Memory 
Microcontrollers 


Clock Generators & Buffers 

RF Modulators & Demodulators 
RF Transceivers - 2.4GHz & Above 
Transient Voltage Suppressors 


Amplifiers 
Analogue Switches 
Audio/Video 

Clock & Timing 

Data Conversion 
Interface 

Clock & Data Recovery 
Phase Lock Loop 

Real Time Clock 

Logic 

EEPROM 

Flash 

8/16/32 Bit 

Circuit Board Indicators 
IR Emitters 

IR Transceivers 

LEDs 

Optocouplers 

Photo Diodes 

Photo Transistors 
Communications & 
Networking Modules 
RF Amplifiers 

RF Mixers / Multipliers 
RFID 

Bridge Rectifiers 
DIACs & SIDACs 
Diodes - RF 

Diodes - Small Signal 
Diodes - Zener 

ESD Protection Devices 
Rectifiers 

Transistors 


Allegro Microsystems 


@ | @ | Power Management 


@ | @ | Sensors 


Analog Devices |e | a 


AND Optoelectronics a 


AVX a: 


Bivar a 


Bourns a a 


Broadcom Limited a a\|8 


Chicago Miniature Lighting a 


Clare | 


Cree a 


Cypress Semiconductor a | 


Dialight a a 


Exar a 


Fairchild Semiconductor o/ 8 a\| a o rT] | a 


Honeywell a 


Infineon | | 


Intersil a| a 


Kingbright a a a 


Ledengin a 


Linear Technology | | | a | 


Littlefuse a | 


Lumex a 


Micro Commercial 
Components = = al s 


Microchip a a a\o | a a | 


Multicomp a | n\n n\n 


Nexperia | a a | | B\|n\|n/8/8 | 


NTE Electronics a 


NVE a 


NXP o | | | a 


On Semiconductor oH a a | Ce oe oe ee 


Optek Technology a a 
Osa Opto Light a 


Panasonic Electronic 
Components al . = = 7 


Rohm a 


Semtech 


STMicroelectronics a\| 


Texas Instruments ae ee ee ee ee | 


Vishay a 


@ Available in full reel and cut tape quantities 


Visit newark.com to learn more. 11 


MCUS, MPUS, DSPS & DEVELOPMENT TOOLS 


MPUS, APPS PROCESSORS & DEVELOPMENT TOOL 


SITARA ARM CORTEX-A8 PROCESSORS 3 TEXAS 


@ Indicates RoHS Compliant | Find Datasheets Online 


COLDFIRE® 32-BIT EMBEDDED MICROPROCESSORS (CONT.) 


INSTRUMENTS Case No. of CPU Supply Price Each 
Authorized Distributor Mfg. Part No. Style Pins Speed Voltage Stock No. 1-44 
Gee eimoiat @ MCF5249LAG120 LOFP | 144Pins | 120MHz | 17Vto19V | 1109293 | 97.04 
Available @ MCF5249LCAG120 LQFP 144Pins | 120MHz | 1.7Vto1.9V 1149294 23.46 
@ MCF5407A1162 FQFP 208Pins | 162MHz | 1.65Vto3.3V | 1139313 37.61 
@ MCF5407CAI162 FQFP 208Pins | 162MHz 3V to 3.6 V 1139315 = 
MCF5484CZP200 BGA 388Pins | 200MHz 3V to3.6V 1149342 77.88 
@ MCF5485CVR200 BGA 388Pins | 200MHz 3V to3.6V 1149343 82.34 
@ MCF5484CVR200 BGA 388Pins | 200MHz 3V to3.6V 1149341 75.53 
Features © Comprehensive integration @ MCF5472VR200 BGA 388Pins | 200MHz 3Vto3.6V 1159321 50.24 
@ Low-cost solutions © Software and hardware enablement @ MCF5474VR200 BGA 388Pins | 200MHz 3V to 3.6V 1139325 48.09 
@ High-level operating systems and RTOS support @ Advanced 3D graphics acceleration = - = 
© Production-ready reference platforms @ Flexible communications interfaces MCF5485CZP200 BGA 388 eins 200MHz 3Vt03.6V 1149344 69.05 
© Large 3P ecosystem for support and additional © Robust display options @ MCF5407A1220 FQFP | 208Pins | 220MHz | 1.65Vto3.3V | 11/9314 = 
Tesources @ MCF54416CMJ250 | MAPBGA | 256Pins | 250MHz | 1.14Vto1.32V | 87R1023 20.75 
Sitara ARM Cortex-A8 processors offer power and cost optimized solutions that go beyond the core, delivering = Di 
a broad portfolio of ARM Cortex-A8 devices that help innovators create a variety feature-rich, low-power eG POneITCM 25H) MARBEA| 200 lis 250MHz | 1.14 Vto1.32V [RSRRIDZS 24.93 
applications. With the ability to scale in speed from 275MHz to 1.35GHz, the ARM Cortex-A8 processor can @ MCF54418CMJ250_| MAPBGA | 256Pins | 250MHz | 1.14Vto1.32V | 87R1025 | 27.85 
meet the requirements for power optimized devices with a power budget of less than 300mW and enables @ MCF5474VR266 BGA 388Pins | 266MHz 3Vt03.6V 1139326 65.45 
performance-optimized consumer applications requiring greater than 2500 Dhrystone MIPS. Compared to the = = 
ARM11 core, the Cortex-A8 processor is a dual-issue superscalar, achieving twice the instructions executed per @ MCFS475VR266 BGA 388 * 266MHz $V t03.6V URES 80.88 
clock cycle at 2 DMIPS/MHz. MCF5474ZP266 BGA 388Pins | 266MHz 3Vt03.6V 1139328 52.03 
. Fi Dj) 
Case No. of CPU Supply Price Each MCF5475ZP266 TEPBGA | 388Pins | 266MHz 3V to 3.6 V 1149332 59.86 
Mfg. Part No. Style Pins Speed Voltage Stock No. 1-4+ PIM_113747 
@ AM3352BZCZ60 NFBGA | 324Pins | 1GHz | 912mVto1.144V | 85W3984 = 
@ AM3352BZCZA100 | NFBGA | 324Pins | 1GHz | 912mVto1.378V | 73W9675 = i.MX 6 SERIES OF APPICATION PROCESSORS RoHS NI, 
@ AM3358BZCZ100 BGA | 324Pins | 1GHz | 912mVto1.378V | 73W9711 = walabie Av 
@ AM3358BZCZA100 _ 324 ais 1GHz_| 912 mV to 1.978 V [RGSWBTOe = The i.MX 6 series of applications processors unleashes a scalable multicore platform that includes single-, dual- 
@ AM3352BZCE30 NFBGA | 298Pins | 300MHz | 912 mV to 1.144 V | 85W3980 = and quad-core families based on the ARM® Cortex™-A9 architecture for consumer, industrial and automotive 
@ AM3352BZCEA30 BGA 298Pins | 300MHz | 912 mV to 1.144V | 85W3977 Fee applications. By combining the power-efficient processing capabilities of the ARM Cortex-A9 architecture with 
= : 3D and 2D graphics, as well as high-definition video, the i.MX 6 series provides a high level of multimedia 
@ AM3352BZCED30 NFBGA | 298Pins | 300MHz | 912 mV to 1.144 V | 85W3979 = performance to enable an unbounded user experience. 
@ AM3352ZCE50 298Pins | 500MHz | 1.71 V to 1.89V 9479516 9.28 MCIMX6L - i.MX 6SoloLite processor 
@ AM3352BZCZD60 324Pins | 600MHz | 912 mV to 1.144V | 73W9676 = pees - ne a processor 
-i. ual processor 
@ AM3505AZER 484Pins | 600MHz | 1.152V to 1.248V | 2776181 — MCIMX6S - i. MX 6Solo processor 
@ AM3505AZERA 484Pins | 600MHz | 1.152Vto1.248V | 2776182 = MCIMX6U - i.MX 6DualLite processor 
@ AM3517AZER 484Pins | GOOMHz | 1.152V to 1.248V | 2776183 aS Part Number Nomenclature (MC IMX6 X X X AA BB X X) 
@ AM3517AZERA 484Pins | 6O0MHz | 1.152Vto1.248V | 2776184 = MC IMX 6) Qualification level PC = Prototype Samples ; MC = Mass Production; SC = Special 
@ AM3517AZERC 484Pins | 600MHz | 1.152Vto1.248V | 5277517 = X) Part - series Q=i.MX 6Quad; D = i.MX 6Dual 
@ AM3505AZCN 491Pins | 600MHz | 1.152V to 1.248V | 83R9388 = X ) Part differentiator 7 = Industrial - w/ VPU, GPU, no MLB; 6 = Autom otive —- w/ VPU, GPU 
@ AM3505AZCNA 491Pins | 600MHz | 1.152 V to 1.248V | 83R9389 = 5 = Consumer —w/ VPU, GPU; 4 = Autom otive — w/ GPU, no VPU 
Dj = X) Temperature Tj E = Extended Commercial: -20 to + 105°C 
@ AM3517AZCNA 491 iis 600MHz | 1.152V to 1.248V | 83R9391 C= Industrial-40 to#105°C: A = Autom otive:-40 to125°C 
@ AM3517AZCNAC 491 us 600MHz | 1.152Vto1.248V | 5277514 = (AA) Package type VT = FCPBGA 21x21 0.8mm (lidded) 
@ AM3354ZCED50 298Pins | 720MHz 1Vto12V 9470251 can YM = FCPBGA 21x21 0.8mm (non lidded) 
@ AM3354BZCZ80 324Pins | 800MHz | 912 mV to 1.326 V | 73W9694 a BB) Frequency 08 = 800 MHz (Industrial grade); 08 = 852 MHz (Automotive grade) 
@ AM3354BZCZA80 324Pins | 800MHz | 912 mV to 1.326 V | 73W9687 = 10 = 1 GHz; 12 = 1.2 GHz 
@ AM3354BZCZD80 324Pins | 800MHz | 912 mV to 1.326 V | 73W9690 a X) Fusing A= Default Setting; C = HDCP Enabled 
@ AM3357BZCZA80 324Pins | 800MHz | 912mV to 1.326V | 73W9706 | 15.76 X) Silicon revision C=Rev 12; D=Revi3 
@ AM3359BZCZA80 324Pins | 800MHz | 912 mV to 1.326 V | 85W3986 16.15 Case No. of CPU Supply Price Each 
PIM_209551 Mfg. Part No. Style Pins Speed Voltage Stock No. 1-4+ 
@ MCIMX6L3DVN10AA | MAPBGA | 432Pins | 1GHz | 1.375Vto1.5V | 31W8709 — 
oo ee ee 
MIE RHE RCE RSH e vied = ; 7 SSE MAPBGA ae ae 135 V : 15 V | 31W8717 =e 
ins z : lo 1. 31.12 
The ColdFire 32-Bit Embedded Microprocessors family combines a ColdFire Processor core with several 5 5 
peripheral functions such as a timers, parallel and serial interfaces, and system integration. Designed for @ MCIMX6USDVM10AB_| MAPBGA | 624Pins | _1GHz 135Vto15V | 31W8724 | 37.11 
embedded control applications, the ColdFire core delivers enhanced performance. The processor performs up @ MCIMX6S5EVM10AB_ | MAPBGA | 624Pins | 1GHz 1.35Vto1.5V | 31W8718 | 32.66 
to 159 MIPS with Ethernet, USB device, and Encryption features. @ MCIMX6USEVM10AB | MAPBGA | 624Pins | 1GHz | 1.35Vto15V | 31W8725 | 40.82 
ColdFire® V2 Embedded Processors @ MCIMX6D7CVTO8AC | FCPBGA | 624Pins | 800MHz | 1.275V to 1.5V | 45W3615 | 65.86 
Connectivity microprocessor offering up to 159 MIPS of performance. Features Ethernet, USB device, and @ MCIMX6S7CVMO8AB_ | MAPBGA | 624Pins | 800MHz |} 1.275Vto1.5V | 31W8720 | 34.54 
Encryption. Also contains options with dual Ethernet. D 5 
MCF520x: Integrated ColdFire V2 External Memory and Ethernet Microprocessors. @ MCIMX6U7CVMO8AB_| MAPBGA | 624Pins | 800MHz | 1.275 Vio 1.5 V [RSIMSTATaN Sor) 
MCF524xX: Integrated ColdFire Version 2 Microprocessor PIM_208464 
ColdFire® V3 Embedded Processors . 
Connectivity microprocessor offering up to 211 MIPS of performance. Features Ethernet, USB host, USB otg, PowerQuicc™ Il COMMUNICATION Sep eamean N A 
and Encryption. PROCESSORS Available 7 | & 


MCF530X: Integrated ColdFire V3 Microprocessors. 


ColdFire® V4 Embedded Processors 

The ColdFire V4 core delivers exceptional performance - more than 500 MIPS - while maintaining a low cost 
and small size. Upward compatibility from ColdFire V1, V2 and V3 cores provides a smooth roadmap to higher 
performance designs, giving customers exceptional design flexibility. 

MCF540X: Integrated ColdFire V4 Microprocessors. 

MCF547X: ColdFire V4 Microprocessor with Ethernet and Encryption. 

MCF548x: ColdFire V4e Microcontroller with Ethernet, CAN and Encryption. 


Case No. of CPU Supply Price Each 

Mfg. Part No. Style Pins Speed Voltage Stock No. 1-4+ 
@ MCF5206ECAB40 QFP | 160Pins | 40MHz | 4.75Vto5.25V | 25K5853 23.08 
@ MCF5206EAB54 QFP | 160Pins | 54MHz | 4.75Vto5.25V | 25K5852 23.08 
@ MCF5307CAI66B FQFP | 208Pins | 66MHz 3V to 3.6V 1149312 36.60 
@ MCF5307AI66B FQFP | 208Pins | 66MHz 3V to 3.6 V 11J9310 oa 
@ MCF5307A190B FQFP | 208Pins | 90MHz 3V to 3.6 V 1139311 -— 

> CONTINUED > 


PowerQUICC™ II series integrates Power Architecture™ technology PowerPC 603e core with system logic 
required for networking, telecommunications, and wireless infrastructure applications. These processors 
combine system-level support for industry-standard interfaces with processors that implement the embedded 
category of the Power Architecture technology. 


Prdouct Code 
Device Number 
Process Technology (None = 0.29 micron; A = 0.25 micron) 
Temperature Range ((Blank = 0 to 105 °C; C = -40 to 105 °C) 
Package (ZU = 480 TBGA; VV = 480 TBGA (Pb Free) 
Processor Frequency (CPU/CPM/Bus) 
Die Revision Level 


> CONTINUED > 
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PowerQuicc™ Il COMMUNICATION PROCESSORS (CONT.) LOW COST CONTROLLER GRAPHICS PICTAIL PLUS DAUGHTER CARD 


Case | No. of CPU Supply Price Each (CONT.) : 
Mfg. Part No. Style | Pins | Speed Voltage Stock No. 1-4+ py am QVGA 8bpp with PIC32 alone . bad ante ae iat Ewineré 
7 ail Plus Interface for connecting to Explorer 
@ XPC8255VVIFBC TBGA | 480Pins | 133MHz |__2.4V to 2.7V 62K5709 ee © Can drive WQVGA 16bpp with external 256KB Development Board 
MPC8245LZU266D TBGA | 352Pins | 266MHz 1.7Vto21V 83H1809 = SRAM Frame buffer ® Starter Kit Connector 
@ MPC8245LVV266D | TBGA | 352Pins | 266MHz | 1.7Vto21V | 67H3806 a ag kaa ooa i: ee es ee sith arias eae cceeeanieneseteaeae 
; ie Low-Cost Controllerless raphics PICtail Plus Daughter Board enables development of graphics 
MPC8260ACZUMHBB_| TBGA ASOrIns 266MHz 19Vt02.2V 9303285 see solutions without an external graphics controller, thus reducing system BOM cost for many applications. The 
@ MPC8260ACVVMHBB_| TBGA | 480Pins | 266MHz 1.9Vto22V 62K5386 —_ board is designed to attach to a PIC32 starter kit (DM320001, DM320003-2, DM320004) or an Explorer16 
@ MPC8247CVRMIBA BGA | 516Pins | 266MHz | 1.425V to 1.575V | 53J3344 66.68 development board (DM240001) and one of Microchip LCD Modules including the Truly 3.2” QVGA board and 
7 : the 4.3” WQVGA Powertip display panel. 
@ MPC8270CVRMIBA BGA | 516Pins | 266MHz} 1.45V to 1.6V 1139584 122.39 - 
@ MPC8270VRMIBA BGA | 516Pins | 266MHz | 1.45Vto1.6V 73J1285 141.00 iBries|Eech 
MPC8260AZUPJDB | TBGA | 480Pins | 300MHz| 19Vto22V | 9303289 a Mfg. Part No. ae ie 
@ MPC8247CVRTIEA | BGA | 516Pins | 400MHz | 1425Vto 1575V | 5303346 | 84.97 ACTON ee 
@ MPC8247VRTIEA BGA | 516Pins | 400MHz | 1.425Vto1.575V | 1149574 | 80.38 PIM_196694 
@ MPC8248CVRTIEA BGA | 516Pins | 400MHz | 1.425 V to 1.575V | 53J3352 91.58 
@ MPC8270CVVUPEA _| TBGA | 480Pins | 450MHz | 1.45Vto1.6V | 40K7698 = PIC32 I/O EXPANSION BOARD \ MICROCHIP 
MPC8270CZUUPEA TBGA | 480Pins | 450MHz | 1.45 V to 1.6V 62K5396 = 
@ MPC8270VVUPEA TBGA | 480Pins | 450MHz | 1.45Vto1.6V | 40K7700 = The PIC32 I/O Expansion Board provides Starter Kit and Starter Board users with full access to MCU signals, 
MPC8270ZUUPEA TBGA | 480Pins | 450MHz 1.45 V to 1.6V 62K5398 eas additional debug headers, and connection of PICtail Plus daughter cards. MCU signals are available for 
@ MPC8280CVVUPEA | TBGA | 480Pins | 450MHz | 1.45Vto1.6V | 40K7702 = ios sie eet ae Uae she he yal probes. Headers are provided for connecting JTAG 
@ MPC8280VVUPEA TBGA | 480Pins | 450MHz | 1.45 V to 1.6V 40K7704 | 288.37 E 9 - TREE 
tice Eac! 
MPC8280ZUUPEA TBGA | 480Pi 450MH 1.45 V to 1.6 V 62K5406 i -—_——— 
es : oo Mfg. Part No. Stock No. 1 
laid DM320002 03P1607 107.51 
_ ; PIM_136200 
M683XX SERIES 32-BIT MICROCONTROLLERS Ea . ry y 
Available oT tal 
meets oo. mas ; A ; STM32F4 HIGH-PERFORMANCE DISCOVERY 
M683xx family highly-integrated 32-bit microcontrollers combine high-performance data manipulation BOARD 
capabilities with powerful peripheral subsystems. This MCU is built up from standard modules that interface life.augmented 
through a common intermodule bus (IMB). This family offers SIM product integration and a 5.0V operating 
= element 
Case No. of CPU Supply Price Each RoHS 
Mfg. Part No. Style Pins Speed Voltage Stock No. 1-4+ eomptant 
@ MC68LC302AF16CT LQFP | 100Pins | 16MHz 3V to 3.6V 40K7351 34.26 
@ MC68332ACEH16 132Pins | 16MHz | 4.75Vto5.25V | 1149418 = 
@ MC68331CEH16 132Pins | 16MHz | 4.5Vto5.5V 1149410 39.06 
@ MC68332AMEH16 132Pins | 16MHz | 4.75Vto5.25V | 1139422 37.93 
@ MC68332GCEH16 132Pins_|_16MHz | 4.75 V to 5.25 V 1149434 45.75 Features @ MP45DT02 ST-MEMS audio sensor omni-direc- 
@ MC68332GMEH16 132Pins | 16MHz | 4.75Vto5.25V | 1149434 47.97 © STM32F407VGT6 MCU Featuring 32 Bit ARM tional digital microphone 
@ MC68LK332ACEH16 . 432Pins | 16MHz 3.6V 1139391 2.9) Cortex-M4F Core ® CS43L22 audio DAC with integrated class D 
= peg ® On-board ST-LINK/V2 with selection mode switch speaker driver 
@ MC68331CAG16 wis 144Pins | 16MHz | 4.5Vto5.5V 1149407 32.12 to use as a standalone ST-LINK/V2 @ Eight LEDs 
@ MC68332ACAG16 gis 144Pins | 16MHz | 4.75 V to 5.25V 1149415 34.76 @ USB ST-LINK with re-enumeration capability and © Two push-buttons (user and reset) 
os 444Pi 46MH 3V to3.6V 1149390 three different interfaces @ USB OTG FS with micro-AB connector 
SIMCOSLKSSZACAGIO = z z 28.2 © Board power supply: through USB bus or from an — @ _Extension header for all LQFP100 I/Os 
@ MC68LK332GCAG16 Es 144Pins | 16MHz 3V to 3.6V 1149392 32.73 external 5 V supply voltage © Comprehensive free software including a variety 
@ MC68340AB16E QFP | 144Pins | 16MHz 3V to 3.6 V 1139451 39.37 @ LIS302DL or LIS3DSH ST MEMS 3-axis of examples 
@ MC68340AG16E LOFP | 144Pins | 16MHz 3Vt03.6V 1139453 = a i ac Stee: a pisces 
= elps you to discover the igh-performance features and to develop your 
© MC68340AG16VE LOFP | 144Pins | 16MHz 3V to 3.6V 1149455 = applications easily. It includes everything required for beginners and experienced users to get started quickly. 
@ MC68340CAB16E QFP | 144Pins | 16MHz 3V to 3.6 V 1139457 = Price Each 
@ MC68LC302AF20CT LQFP | 100 eins 20MHz 3V to 3.6V 40K7353 41.05 Mfg. Part No. Description StockNo. | 1-1:9+ 
@ MCE8331CEH20 ~ | 182Pins | 20MHz | 45Vto5.5V |RRUSeSIIa Ea YesSTM32F4DIS-BB Base Board for the STM32F4 Discovery 47W1731 = 
© MC68331CAG20 | 144Pins | 20MHz | 4.5Vto55V_ | 1149408 | 35.25 YesSTM32F4DIS-CAM Camera board for the STM32F4 Discovery 47W1732 = 
@ MC68332ACAG20 | 144Pins | 20MHz | 4.75Vto5.25V | 11J9416 | 31.25 YesSTM32F4DIS-LCD 3°5 LCD board for the STM32F4 Discovery 471734 = 
@ MC68332GCAG20 a 144Pins | 20MHz | 4.75Vto5.25V | 1149429 36.49 YesSTM32F4DIS-WIFI WiiFi board for the STM32F4 Discovery 87W8233 30.60 
@ MC68331CEH25 Ss 132Pins | 25MHz | 4.5Vto5.5V 1149412 45.36 PIM 200546 
@ MC68332ACEH25 ses 132Pins | 25MHz | 4.75Vto5.25V | 119420 65.32 
st 132Pi 25MHz | 4.75Vto5.25V | 1139433 f . 
= SSE 132 i Sie 475V : 5.25V | 1149439 3% zi BEAGLEBONE CAPES Feptimpian I} TEXAS 
sit 2 . . Available INSTRUMENTS 
@ MC68332GCAG25 144Pins | 25MHz | 4.75Vto5.25V | 119430 41.86 Authorized Distributor 
@ MC68331CAG25 og 144Pins | 25MHz | 4.5Vto5.5V 1149409 36.85 BeagleBone Capes are add on boards that can be connected to the BeagleBone to add functionality. 
@ MC68340AG25E LQFP | 144Pins | 25MHz 3V to 3.6 V 1139456 -- BeagleBone is a bare-bones BeagleBoard that acts as a USB or Ethernet connected expansion companion 
@ MC68340CAB25E QFP | 144Pins | 25MHz 3Vt03.6V 1149458 = for your current BeagleBoard and BeagleBoard-xM or works stand-alone. The BeagleBone brings full-featured 
- Linux to places it has never gone before. 
nee Price Each 
Mfg. Part No. Description Stock No. 1+ 
LOW COST CONTROLLER GRAPHICS PICTAIL ‘ MICROCHIP @ BB-BONE-WTHR-01 Weather Cape 26W8122 = 
PLUS DAUGHTER CARD @ BB-BONE-BATT-01 Battery Cape 27W5797 5.51 
@ BB-BONE-MOTOR-01 Motor Cape with NXT Connectors 63W3551 — 
PIM_207669 


> CONTINUED > 
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PROCESSOR PLUG-IN MODULES 


RoHS, ° 

nies MICROCHIP 
Processor Plug-In Modules are small circuit boards to be used with the various Microchip Development Boards 
to evaluate PIC and dsPIC devices. These plug into the main processor socket of the development Boards so 
that different microcontrollers can be used for prototyping, demonstration or development quickly and easily. 
Microchip development tools such as the MPLAB© REAL ICE™ and MPLAB ICD 2 connect directly to these 


development boards and provide quick, full-featured hardware/software/firmware development environment 
using the free MPLAB Integrated Development Environment software. 


> CONTINUED > 
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MCUS, MPUS, DSPS & DEVELOPMENT TOOLS 
MICROCONTROLLER DEVELOPMENT/EVALUATION KITS 


PROCESSOR PLUG-IN MODULES (CONT.) 


Price Each 
Mfg. Part No. Description StockNo. [1+ 
@ MA320001 PIC32MX360F512L Plug In Module 73M8723 40.79 
MA240014 PIC24FJ256GB110 Plug In Module 88M9290 40.79 
MA320002 PIC32MX450/470 Plug In Module 88M9291 41.50 
MA330016 dsPIC33FJ32GP204 Plug In Module 77M2537 25.50 
MA330017 dsPIC33FJ32MC204 Plug In Module 77M2538 = 
@ MA330013 dsPIC33FJ256MC710A Plug In Module 40M0533 40.79 
MA330018 dsPIC33FJ128MC804 Plug In Module 07P9495 49.34 
MA330019 dsPIC33FJ128GP804 Graphics Plug In Module 07P9496 50.98 
@ MA240012 PIC24HJ256GP610A Plug In Module 88K5499 40.79 
MA240013 PIC24FJ64GA004 Plug In Module 54M4770 40.79 
MA240015 PIC24FJ256GA110 Plug In Module 98M1509 40.79 
@ MA330011 dsPIC33FJ256GP710A Plug In Module 56K6941 50.98 
@ MA330012 dsPIC33FJ256GP710A 80-pin Plug In Module 56K6942 eas 
MA240017 PIC24F16KA102 Plug In Module 08R1793 50.98 
MA180023 PIC18F46J11 Plug-In Module 14R8813 ae 
MA240019 PIC24FJ64GB004 Plug In Module 50R8537 51.32 
MA240020 PIC24FJ64GA104 Plug In Module 50R8538 10.00 
@ MA320003 PIC32MX795F512L Plug In Module 52R9879 BES 
MA160012 PIC16F1937 Plug In Module for PICDEM PIC18 Explorer | 52R9878 = 
MA180026 PIC18F46K20 44-PIN TQFP Plug In Module 24R6763 50.98 
MA180020 PIC18F87J11 Plug In Module 77M2534 48.68 
@ MA300015 dsPIC30F6010A Plug In Module 88K5500 34.77 
@ MA240011 PIC24FJ128GA010 Plug In Module 56K6940 == 
MA240016 PIC24HJ128GP504 Plug In Module 45P4719 40.79 
MA330024 dsPIC33FJ64GS610 Plug In Module 63R7780 34.77 
MA180031 PIC18F46K80 Plug-In Module 3072363 50.98 
MA240025-2 PIC24EP512GU810 Plug In Module 5513260 -— 
MA330025-1 dsPIC33EP512MU810 Plug In Module 5513261 34.77 
MA330025-2 dsPIC33EP512MU814 Graphics Plug In Module 5513262 _ 
MA330025-3 dsPIC33EP512MU814 Plug In Module 5513263 a 
MA330027 Dual Motor Control Plug In Module 5573264 182.08 
MA330032 dsPIC33FJ32MC104 Plug In Module 47W6591 40.79 
PIM_113824 
MPLAB® ICD 3 
Features: Signal Analysis Daughter Board V1.00 Link 


@ PICkit 1 Signal Analysis Setup.exe for use with the  @ PICkit Signal Analysis User's Guide Link 

The Signal Analysis PICtail™ Daughter Board works as an extension to the PICkit™ 1 Flash Starter Kit. When 
combined with PICKkit 1 firmware version 2.0.0 or later and the signal-analysis PC program, the Signal Analysis 
PiCtail Daughter Board can perform signal-analysis capabilities such as: real-time strip chart, oscilloscope, Fast 
Fourier Transformation (FFT), histogram and programming. The Signal Analysis PICtail Daughter Board comes 
populated with a PIC16F684 and two 25LC640 SPI™ compatible serial EEPROM memory devices. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ AC164120 PiCtail Signal Analysis Daughter Board 06J2422 —= 
PIM_136295 


DATAMAN-40PRO UNIVERSAL ISP 40-PIN 
PROGRAMMER 


Features 

© Universal 40 pin ZIF socket accepts both 
300//600 mil DIP devices up to 40 pin 

© Intelligent pin drivers allow varying voltages to 
be applied to any pin delivering signals without 
overshoot, increasing programming yield 

@ Pin drivers operate down to 1.8V so you'll be 
ready to program the full range of tomorrow's 
advanced low-voltage devices 

@ ISP capable using the JTAG interface 

e USB 2.0/1.1 connectivity allowing fast and easy 
connection to PC’s and laptops 

The Dataman 40Pro universal 40 pin driver is a PC 

based programmer with in-circuit serial programming (ISP) capabilities and USB 2.0 connectivity. Built to meet 

the demands of development labs and field engineers it offers fast and powerful programming of a wide range 

of programmable devices in a small portable package. The 40Pro isn’t only a programmer, but also a static 

RAMs tester. 


pDaTAman 


Price Each 
Mfg. Part No. Stock No. 1+ 
DATAMAN-40PRO 89M4593 595.00 


PIM_109710 


@ Indicates RoHS Compliant | Find Datasheets Online 


48PRO2 SUPER FAST UNIVERSAL 48-PIN 
PROGRAMMER 


Features: 
© Up to 70% faster programming of highcapacity 
memory devices 
Over 51,000 devices supported 
Intelligent pin drivers operate down to 1.8V 
ISP capable using the JTAG interface 
Hi-speed USB 2.0 connectivity 
Easy to use software 
Compatible with latest operating systems 
including Windows 7 
Kit Contents: 
© Dataman 48Pro2 Super Fast Universal ISP e Diagnostic POD for selftest of the programmer 

Programmer e Diagnostic POD for selftest of the ISP connector 
@ Moulded USB cable : Anti-dust cover for ZIF socket 

e 


DaTaman 


e User manual 
ISP cable Software 

The DATAMAN-48PRO2 is a super fast universal 48 pin chip programmer with ISP capabilities and USB 2.0 
connectivity. The Dataman 48Pro2 can program without the need for a family specific module, giving the freedom 
to choose the optimal device for our design. The programmer performs device insertion and contact tests before 
programming each device. These capabilities, supported by overcurrent protection and signature byte check, 
help prevent chip damage due to operator error. The 48Pro2 is built to meet the demands of development labs 
and field engineers for super fast universal programming. 


Price Each 
Mfg. Part No. Stock No. 1+ 
DATAMAN-48PRO2 83R7199 1195.00 


PIM_180083 


448PRO2 SUPER FAST MULTI-SOCKET GANG 
PROGRAMMER 


Features: 

@ Up to 70% faster programming of highcapacity 
memory devices 

© Over 51,000 devices supported 

@ Independent modules supporting concurrent 

programming 

ISP capable using the JTAG interface 

Hi-speed USB 2.0 connectivity 

Easy to use software 

Compatible with latest operating systems 

including Windows 7 


pDaTAman 


@ (4) Anti-dust cover 


Kit Contents: for ZIF socket 
@ Programmer e ESD wrist strap w/ cord and banana plug 

@ Moulded USB cable @ Vacuum pen 

@ (4) ISP cable @ User manual 

@ Programmer diagnostic POD © Software 


@ ISP connector diagnostic POD © Transport case 


Super fast universal gang programmer with four independent 48-pin ZIF sockets, ISP capabilities and USB 2.0 
connectivity. Independent programming options combine with device insertion tests and a user friendly interface 
to give higher programming yields and reduced failure rates. 


Price Each 
Stock No. 1+ 
83R7198 = 


pDaTAman 


Mfg. Part No. 
DATAMAN-448PRO2 
PIM_180082 


DATAMAN 48PRO2C SUPER FAST UNIVERSAL ISP 


PROGRAMMER Me, 
ef < 
Features © Selftest capability 


© 48-DIP ZIF socket for both 300/600 mil devices 
© Current limitation, overcurrent shutdown, power 
failure shutdown 


© USB 2.0 high-speed compatible port 
@ Banana jack for ESD wrist strap connection 
@ Banana jack for connection to ground 
@ Powerful microprocessor and FPGA based state @ 20-pin male ISP Connector 

machine @ 2V to 6V/250mA Target system supply voltage 
The Dataman 48Pro2C is a super fast universal 48-pin chip programmer with ISP capabilities, USB 2.0 
connectivity and built to meet the demands of development labs and field engineers for super fast universal 
programming. This model can program without the need for a family-specific module, giving you the freedom to 
choose the optimal device for your design. 


Price Each 
Mfg. Part No. Stock No. 1+ 
DATAMAN-48PRO2C 48W1877 995.00 


PIM_209427 
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MPLAB PM3 UNIVERSAL DEVICE PROGRAMMER KX MICROCHIP 


RoHS _ 
Compliant 
Available 


Features 

@ RS-232 or USB Interface 

@ ICSP™ Integrated Circuit Serial Programming 
The MPLAB® PM3 programs Microchip's entire line of PICmicro® MCU devices as well as the latest dsPIC30F 
DSC devices. The programmer has exceptional programming speed to allow high volume production, and 
includes a Secure Digital /Multimedia Card slot for easy and secure data storage and transfer. Programmer 
includes 40 socket pins, allowing each socket module to be configured to support many devices. The socket 
module adapter (AC164350) allows current PROMATE® II socket modules to be used with the MPLAB® PM3 
programmer. 


© 3 Operating Modes (PC Host Mode, Safe Mode, 
Standalone Mode) 


Price Each 
Mfg. Part No. Stock No. 1+ 
PiCmicro, dsPIC30F 
DVv007004 88H6738 1358.17 
PIM_78734 
MSP430 GANG PROGRAMMER ig Texas 
INSTRUMENTS 
Authorized Distributor 
Features @ Intuitive GUI for configuring, programming and 
© 3x Faster than the previous MSP-GANG430 testing production setup 
GANG programmer © SD Card slot for storing images 
© Quickly and reliably program Flash or FRAM- @ LCD screen for easy programming without a PC 
based MSP devices © Supports up to 8 targets simultaneously 


@ Both RS-232 and USB interface 
@ Several programming modes 

The MSP-GANG is a production programmer for MSP430 device that can program up to eight identical MSP430 
flash or FRAM devices at the same time. The MSP Gang Programmer connects to a host PC using a standard 
RS232 or USB connection and provides flexible programming options that allow the user to fully customize 
the process. The MSP Gang programmer is provided with an expansion board, called the Gang splitter, that 
implements the interconnections between the MSP Gang programmer and multiple target devices. Eight cables 
are provided that connect the expansion board to eight target devices (via JTAG or Spy bi wire connectors). 
The programming can be done with a PC or as a standalone device. A PC side graphical user interface is also 
available and is DLL based. 


© Supports all current and future MSP430 devices 


Price Each 
Mfg. Part No. Stock No. 1+ 
MSP430 
MSP-GANG | 6473682 -— 
PIM_100982 


PICKIT 3 IN-CIRCUIT DEBUGGER ONLY 


KX MICROCHIP 


© PICkit 3 allows debugging and programming of 
PIC and dsPIC Flash MCU's 


© Built in over voltage/short circuit monitor 

® Supports low voltage up to 2volts 

@ Expensive sockets or adapters are not required © Compatible with MPLAB ICD 2, MPLAB ICD 3 and 
@ Minimum of additional hardware needed for debug MPLAB REAL ICE 

The PG164130 is a PICkit 3 in circuit debugger/programmer uses in circuit debugging logic incorporated into 
each chip with Flash memory to provide a low cost hardware debugger and programmer.The MPLAB PICkit 3 
allows debugging and programming of PIC and dsPIC flash microcontrollers using the powerful graphical user 
interface of the MPLAB integrated development environment (IDE). 


Price Each 
Mfg. Part No. Stock No. 1+ 
In-Circuit Debugger / Programmer 
PG164130 25R8311 -— 
PIM_176998 
SOCKET MODULES 


RoHS . 
Se38e AC\ MICROCHIP 
Socket modules enable Microchip programmers, emulators and debuggers to handle multiple package types. 
These socket modules can be ordered as accessories. 
> CONTINUED > 
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MICROCONTROLLER & MEMORY PROGRAMMERS 


SOCKET MODULES (CONT.) 
Price Each 
Mfg. Part No. Description Stock No. 1+ 

@ AC164350 ADAPTER, PROMATE II TO MPLAB PM3. 88H5617 205.31 

@ AC164322 SOCKET MODULE 30K7439 618.52 
AC164342 SOCKET MODULE, 121 BGA, FOR MPLAB PM3 24R5578 | 414.53 
AC164341 SOCKET MODULE, 16 QFN, FOR MPLAB PM3 45P4595 300.07 
AC164302 SOCKET MODULE, 16 SOIC, 28 SOIC, FOR MPLAB PM3 88H5604 310.60 

@ AC164301 SOCKET MODULE, 18 DIP, 28 DIP, FOR MPLAB PM3 29M7850 | 375.06 
AC164306 SOCKET MODULE, 20 TSSOP, FOR MPLAB PM3 88H5608 | 288.41 

@ AC164307 SOCKET MODULE, 28 SSOP, FOR MPLAB PM3 30M9521 375.06 
AC164311 SOCKET MODULE, 44 MQFP, FOR MPLAB PM3 88H5613 288.41 

@ AC164305 SOCKET MODULE, 44 TQFP, FOR MPLAB PM3 30M9520 | 375.06 
AC164343 SOCKET MODULE, 64 QFN, FOR MPLAB PM3 14R8660 394.80 
AC164308 SOCKET MODULE, 68 PLCC, FOR MPLAB PM3 88H5610 394.80 
AC164340 SOCKET MODULE, 8 DFN, 20 QFN, FOR MPLAB PM3 45P4594 300.07 
AC164334 SOCKET MODULE, 8 DFN, FOR MPLAB PM3 25R6827 375.06 

@AC164309 | SOCKET MODULE, PIC, DSPIC, PLCC44, FOR MPLAB PM3 | 04M5437 | 375.06 

PIM_63675 

ARDUINO MCU DEVLOPMENT PLATFORM “ 

ARDUINO 


RoHS 
Compliant 
Available 


Arduino is an open-source electronics prototyping platform based on flexible, easy-to-use hardware and 
software. Boards come with defferent controllers and features. Additional functionalities can be added with 
pre-made shields (daugther cards) or a designer can make custom shields with the available prototyping shields. 


Arduino Due is a microcontroller board based on the Atmel SAM3X8E ARM Cortex-M3 CPU. It has 54 digital 
input/output pins (of which 12 can be used as PWM outputs), 12 analog inputs, 4 UARTs, a 84 MHz clock, an 
USB OTG capable connection, 2 DAC, 2 TWI, a power jack, an SPI header, a JTAG header, a reset button and 
an erase button. 


Arduino Esplora is a microcontroller board derived from the Arduino Leonardo. The Esplora differs from 
all preceding Arduino boards in that it provides a number of built-in, ready-to-use set of onboard sensors for 
interaction. 


Arduino Leonardo is a microcontroller board based on the ATmega32u4. It has 20 digital input/output pins 
(of which 7 can be used as PWM outputs and 12 as analog inputs), a 16 MHz crystal oscillator, a micro USB 
connection, a power jack, an ICSP header, and a reset button. 


Arduino Mega 2560 is a microcontroller board based on the ATmega2560. It has 54 digital input/output pins 
(of which 15 can be used as PWM outputs), 16 analog inputs, 4 UARTs, a 16 MHz crystal oscillator, a USB 
connection, a power jack, an ICSP header, and a reset button. 


Arduino MEGA ADK is a microcontroller board based on the ATmega2560. It has a USB host interface to 
connect with Android based phones. It has 54 digital input/output pins (of which 15 can be used as PWM 
outputs), 16 analog inputs, 4 UARTs, a 16 MHz crystal oscillator, a USB connection, a power jack, an ICSP 
header, and a reset button. 


Arduino Micro is the smallest board of the family, easy to integrate it in everyday objects to make them 
interactive. The Micro is based on the ATmega32U4 microcontroller featuring a built-in USB which makes the 
Micro recognisable as a mouse or keyboard. 


Arduino Uno is a microcontroller board based on the ATmega328P (datasheet). It has 14 digital input/output 
pins (of which 6 can be used as PWM outputs), 6 analog inputs, a 16 MHz quartz crystal, a USB connection, a 
power jack, an ICSP header and a reset button. 


Arduino Uno SMD is a version of the Arduino Uno, but uses an surface mount version of the Atmega328P 
instead of the through-hole version. It has 14 digital input/output pins (of which 6 can be used as PWM outputs), 
6 analog inputs, a 16 MHz crystal oscillator, a USB connection, a power jack, an ICSP header, and a reset 
button. 


Arduino Nano is a small, complete, and breadboard-friendly board based on the ATmega328 (Arduino Nano 
3.x). It has more or less the same functionality of the Arduino Duemilanove, but in a different package. 
Price Each 
Mfg. Part No. Description Stock No. (ate 
@ A000062 Arduino Due Board 47W2961 45.16 
@ A000095 Arduino Esplora Board 63W3549 — 
@ A000052 Arduino Leonardo Board with Headers 07W3935 20.65 
@ A000057 Arduino Leonardo Board without Headers 07W3936 23.23 
@ A000067 Arduino Mega 2560 REV3 Board 45W6205 45.16 
@ A000053 Arduino Micro Board with Headers 63W3544 23.23 
@ A000093 Arduino Micro Board without Headers 63W3548 20.65 
@ A000066 Arduino Uno Board 7871601 25.81 
@ K000007 Arduino Uno Development Kit 47W2965 103.12 
@ A000073 Arduino Uno SMD R3 Board 63W3545 24.52 
A000010 Arduino Uno Workshop Kit 1319277 _ 
A000005 Audiono Nano Board 1379275 23.23 
PIM_194890 
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Application Specific & Reference Design Kits MPLAB® STARTER KIT FOR PIC18F MCU FAMILY (CONT.) 
The Scuola Lab is a complete pack of different TinkerKit Modules and Arduino accessories to kickstart your 5 
1 Price Each 
school’s Lab. eh 
Mfg. Part No. Stock No. 1+ 
The Scuola Lab consists in 10 Sensor Shield V.2, 10 Arduino Uno Boards, every kind of sensors and actuators in DM180021 29R0931 = 
different quantities, 2 Ethernet Shields, 10 Proto PCBs, 5 Kit Workshop Without Arduino and a copy of “Getting 
Started With Arduino” by Massimo Banzi. PIM_156280 
Price Each STM8 SERIES 8-BIT Gepiinpi ft 
Mfg. Part No. Stock No. 1+ DEVELOPMENT TOOLS Available ry, t | ie muameniaa 
e. 
@ K000005 7872134 Bee 9 
PIM_5511953 STM8L and STM8S microcontrollers are supported by a complete range of high-end and low-cost development 
tools. This complete line includes evaluation, software, debugging and programming tools. 
e Price Each 
STK500 AVR STARTER KIT Al t (YN) e l Mfg. Part No. Description Stock No. 1+ 
a @. @ STM8/128-EVAL Audio Play and Record, IrDA Transceiver, LIN| 57P1437 BQ 
q RoHS Communication 
Osta @ STM8/128-SK/RAIS | In-Circuit Debugger/Programmer, USB Interface to Host) 57P1438 = 
PC 
@ STM8L101-EVAL | MicroSD Card, 12C+SPI+USART+SWIM debug support, | 55R6965 ees 
RS-232 Communication 
PIM_148873 
EXPLORER16 DEVELOPMENT BOARDS ‘ 
MICROCHIP 
STK500 starter kit and development system for AVR Flash microcontrollers enables designers to quickly begin _ fant 
AVR code development, engineer prototypes, and test new designs. The kit interfaces with AVR Studio an Avalubie 
Integrated Development Environment (IDE) for code writing and debugging. 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ ATSTKS500 STK500 AVR Starter Kit 6873407 tes 
PIM_197940 
CYPRESS PSOC™ 3 DEVELOPMENT KITS Features analog output temperature sensor 
© Includes processor PIMs for both PIC24 and @ Expansion connector to access full devices pin-out 
dsPIC families and bread board prototyping area 
@ Alpha-numeric 16 x 2 LCD display @ PICTailTM Plus connector for expansion boards 
@ Interfaces to MPLAB ICD 3, MPLAB REAL ICE @ Full documentation in download section below: 
RoHS _ and RS-232 user's guide, schematics 
Gee tinoiat © Includes Microchip's TC1047A high accuracy, 
The Explorer 16 Development Board is a low-cost modular development system for Microchip's 16-bit and 
32-bit microcontrollers. It supports devices from the PIC24, dsPIC and PIC32 families. A variety of families are 
supported with processor Plug-In Modules (PIMs) for easy device swapping. The board includes a PICtail Plus 
daughter card connector for expansion boards including USB, CAN, Ethernet, wireless, graphics and many 
more. Coupled with the MPLAB ICD 3 In Circuit Debugger or MPLAB REAL ICE, real-time emulation and debug 
facilities speed evaluation and prototyping of application circuitry. 
PSoC™ 3 is a single-cycle, pipelined 8-bit 8051 core and a high-performance configurable digital system Price Each 
provide unmatched analog and digital BOM integration with the flexibility to handle late design changes Mfg. Part No. Description Stock No. 1+ 
anywhere in the design process. The CY8CKIT-008 PSoC® CY8C29 Family Processor Module Kit can be 44 Pin PIM 54M4471 = 
used in conjunction with the PSoC Development Kit (CY8CKIT-001) to create designs utilizing on-board DVK Duane us 
resources or compatible expansion boards. This kit provides you with an additional processor module to use PIM_87543 
with different projects. The CY8CKIT-001 PSoC® Development Kit (DVK) provides a common development 
platform where you can prototype and evaluate different solutions using any one of the PSoC 1, PSoC 3, PSoC. 
4, or PSoC 5 architectures. PIC24F ACCESSORY DEVELOPMENT STARTER \ M 
piusEan  KITFOR ANDRIOD = ICROCHIP 
Mfg. Part No. Description Stock No. 1+ \VVe 
@ CY8CKIT-008 PSoC® CY8C29 Family Processor Module Kit 26R2366 = 
@ CY8CKIT-001C PSoC® Development Kit 56W4907 = 
Accessories 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
YesCY8CKIT-002 PSoC® MiniProg3 Program and Debug Kit 26R2364 93.73 
YesCY8CKIT-029A PSoC® LCD Segment Drive Expansion Board 5870042 - 
PIM_155085 oe) | ] 
ent i. 
ae | 
MPLAB® STARTER KIT FOR PIC18F MCU FAMILY — 
> MICROCHIP Features @ LEDs and potentiometer 
MPLAB" Starier pt @ PIC24F 16-bit PIC® MCU with USB OTG © Device charger circuitry up to 500mA 
© Type A USB connector ® Arduino footprint compatible for prototyping 


@ User interface buttons 
The Microchip PIC24F Accessory Development Start Kit for Android™ is a standalone board used for evaluating 
and developing electronic accessories for Google's Android operating system for smartphones and tablets. This 
kit provides all of the tools and resources required to get an accessory developer quickly started on Android 
devices. The platform provides a library for accessing and talking to Android devices through the accessory 
framework found in the Android OS versions 2.3.4, 3.1 and later. 


Price Each 
Mfg. Part No. Stock No. 1+ 
Features @ XLP low power DM240415 4774879 ae 
@ PIC18F46J50 MCU with 64KB Flash @ mTouch touch sensing 
@ 4KB RAM e@ USB. PIM_200551 


The PIC18F Starter Kit contains everything needed to experience the high performance and versatility of 
the PIC18F microcontroller family. It includes an on-board debugger/programming capability as well as USB 
communication, a capacitive touch pad, potentiometer, acceleration sensor, MicroSD™ memory card, and an 
OLED display. The board can function as a USB mouse, joystick or mass storage device (thumb drive) all using 
the on-board capacitive touch sense pads. 


> CONTINUED > 
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EXPLORER 16 STARTER KIT W/ MPLAB ICD 3 


KX MICROCHIP 


MPLAB ICD 3 with Explorer 16 Kit is a complete set of tools for application development using Microchip 
PIC24F, PIC24H, and dsPIC33 16-bit MCUs. It also includes a 9V universal power supply for the Explorer 16 
Development Board, a PIC24FJ128GA010 and a dsPIC33F256GP7 10 device (mounted on plug-in modules for 
quick replacement). Also included with the kit is Microchips MPLAB IDE. MPLAB C Compiler for 16-bit decies 
Lite Edition, tutorials and user manuals on CD-ROM. The complete kit introduces the developer to Microchips 


family of 16-bit microcontrollers with all the tools for writing code in C, hardware debugging the application and 
programming devices. 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
DV164037 Explorer 16 starter kit w/ mplab icd 3 25R7377 eet 
PIM_176996 
MICROSTICK II 


KX MICROCHIP 


Features @ Free demo code 

© Low Cost Kit contents 

@ Integrated USB programmer / debugger ® Microstick Il Board 

© USB Powered © USB Cable 

@ MPLAB support @ 1x14 header pins (2) 

© DUT Socket © PIC24FJ64GB002 

© 0.025” Pin headers © PIC24HJ64GP502 

@ Easy access to all device signals for probing © dsPIC33FJ64MC802 

@ Small size, easily Portable @ PIC32MX220F032 

© On board user LED and reset switch © Guides and instructions 


Microstick II delivers a complete development hardware platform for 16-bit and 32-bit PIC MCUs and dsPICs. 
It's the perfect solution to those looking for a low-cost, easy-to-use development platform. The USB-powered 
kit includes an on-board debugger/programmer, a DUT socket for easy device swapping, a user LED and reset 
button. It is designed for insertion into a standard prototyping board for easy connection to additional circuitry. 


The kit is extremely portable as well and is still about the size of a stick of gum! 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
DM330013-2 Microstick ii 6617937 36.37 
PIM_198007 
MSP430 LAUNCHPAD VALUE LINE DEVELOPMENT Big Texas 


KIT INSTRUMENTS 
Authorized Distributor 


RoHS 
Compliant 
Available 


Capacitive Touch BoosterPack 


LaunchPad 


MSP-EXP430G2 LaunchPad is an easy-to-use flash programmer and debugging tool that provides everything 
you need to start developing on MSP430 Value Line devices. It includes a 14-/20-pin DIP socketed target board 
with integrated emulation to quickly program and debug MSP430 Value Line devices in-system through the Spy 
Bi-Wire (2-wire JTAG) protocol. The flash memory can be erased and programmed in seconds with no external 
power supply required due to the MSP430's ultra-low power flash. LaunchPad interfaces MSP430 devices to 
an free and unrestricted integrated software environment such as Code Composer Studio Version 4 or IAR 
Embedded Workbench for all MSP430G2xx flash parts in a 14 or 20 pin DIP package. 


Price Each 
Stock No. 1+ 
77R3863 = 


Mfg. Part No. 
MSP-EXP430G2 


PIM_178813 


1.800.463.9275 © newark.com 


MCUS/MPU 


MCUS, MPUS, DSPS & DEVELOPMENT TOOLS 


APPS PROCESSORS & DEVELOPMENT TOO 


MSP430F5438 EXPERIMENTER BOARD 


i TEXAS 
INSTRUMENTS 
Authorized Distributor 


Features @ 4x |2C/SPI 

© 100-pin socket for MSP430F5438 © 5-position joystick (up, down, left, right, push down) 
@ 256KB Flash Memory ® 138x110 grayscale, dot-matrix LCD 

@ 16KB RAM @ 3-Axis Accelerometer (ADXL330) 

@ 18MHz Clock Speed ® Microphone (Amplified by TLV2760) 

@ 4x UARTILIN/IrDA/SPI 


MSP430F5438 experimenter board is a development platform for the latest generation MSP430 MCUs. The 
experimenter board helps designers quickly learn and develop using the new F5xx MCUs, which provide low 
active power consumption, more memory and leading integration for applications such as energy harvesting, 
wireless sensing and automatic metering infrastructure (AMI). A Flash Emulation Tool, like the MSP-FET430UIF, 
is required to program and debug the MSP430 devices on the experimenter board. 


Price Each 
Mfg. Part No. Stock No. 1+ 
MSP-EXP430F5438 09R4951 aS 
PIM_148811 
MSP430F2013 EZDSP USB STICK DEVELOPMENT iB TEXAS 
TOOL Spy Bitte Ful accossible INSTRUMENTS 


Interface \ MSP430 pins LED 


MSP430F2013 Authorized Distributor 


Detachable MSP-EZ430D. 
Target Board 


MSP-EZ430U Debugging Interface 


Features: 

© eZ430-F2013 development tool including a 
USB debugging interface and detachable 
MSP430F2013 target board 


@ Debugging interface supports development with all 
MSP430F20xx devices 

@ Integrated IAR Kickstart user interface which in- 
cludes an assembler, linker, simulator, source-level 

@ LED indicator debugger and limited C-compiler 

® Removable USB stick enclosure ® Full documentation on CD-ROM 

The eZ430-F2013 is a complete MSP430 development tool including all the hardware and software to evaluate 

the MSP430F2013 and develop a complete project in a convenient USB stick form factor. The IAR Embedded 

Workbench Integrated Development Environment (IDE) provides full emulation with the option of designing with 

a stand-alone system or detaching the removable target board to integrate into an existing design. The USB 

port provides enough power to operate the ultra-low-power MSP430 so no external power supply is required. 


Price Each 
Mfg. Part No. Description Stock No. the 
EZ430-F2013 Msp430f2013 ezdsp usb stick development tool 87K7632 — 
PIM_100980 
MSP-EXP430FR5739 EXPERIMENTERS BOARD i Texas 
Features INSTRUMENTS 


© MSP430FR5739, 16Bit, 16KB FRAM, 8MHz Authorized Distributor 

3 axis accelerometer 

NTC Thermister 

8 Display LED’s 

Footprint for additional through-hole LDR 

sensor 

@ 2 User input Switches 

Connection to MSP-EXP430F5438 

© Connection to most Wireless Daughter Cards 
(CCxxxx RF) 

MSP-EXP430FR5739 Experimenter Board is a 

development platform for the MSP430FR57xx 

devices which features integrated Ferroelectric 

Random Access Memory (FRAM). 

MSP430FR57xx MCUs provides very low 

overall power consumption, fast data read / 

write and unbeatable memory endurance. The 

Experimenter Board can help evaluate and drive development for data logging applications, energy harvesting, 

wireless sensing, automatic metering infrastructure (AMI) and many others. The MSP430FR5739 device on the 

experimenter board can be powered and debugged via the integrated ezFET, or via TI Flash Emulation Tool, 

like the MSP-FET430UIF. 


Price Each 
Stock No. 1+ 
4579740 _ 


Mfg. Part No. 
MSP-EXP430FR5739 
PIM_200565 
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EZ430-RF2500 WIRELESS DEVELOPMENT TOOLS w TEXAS 


INSTRUMENTS 
Authorized Distributor 


Spy Bi-Wire & 
MSP430 Appliation UART 


Pushbutton 2x LEDs 


hip Antenna. 


USB Powered 


18 Accessible Pins 


Features Tools User's Guide for complete compatibility list) 

®@ €C2500 - 2.4 GHz, ISM band multi-channel low © Supports MSP430 Application UART allowing 
power transceiver serial communication to PC. 

@ 2LEDs © Supports eZ430-T2012 and eZ430-RF2500T 


@ 14 pushbutton 
© Supports development with some 2xx Spy Bi-Wire @ Removable USB stick enclosure 
devices (refer to Table 1-1 in MSP430 Hardware © SimpliciTl, low power network stack 


The EZ430-RF2500 is a complete wireless development tool for the MSP430 and CC2500 that includes all the 
hardware and software required to develop an entire wireless project with the MSP430 in a convenient USB 
stick. The tool includes a USB-powered emulator to program and debug your application in-system and two 
2.4-GHz wireless target boards featuring the highly integrated MSP430F2274 ultra-low-power MCU. Projects 
may be developed and instantly deployed using the included battery expansion board and AAA batteries. All 
the required software is included such as a complete Integrated Development Environment and SimpliciTl, a 
propriety low-power star network stack, enabling robust wireless networks out of the box. 


target boards 


Price Each 
Stock No. 1+ 
55M5474 ae 


RoHS _ 
Compliant 
Available 


Mfg. Part No. 
EZ430-RF2500 
PIM_102142 


XPLAINED PRO MCU EVALUATION KITS 


Xplained Pro kits provide everything needed to start designing new microcontroller (MCU) based applications 
in minutes. These boards are easy to connect using an embedded debugger through USB, easy to develop with 
automatic recognition in Atmel Studio 6 integrated development platform (IDP), easy to extend with hardware 
extension boards and a large set of software drivers and components. Xplained Pro kits are available as 
evaluation kits for evaluating MCUs and developing with example projects in the Atmel Studio IDP, starter kit 
bundle of MCU and extension boards for rapid application prototyping and development with Atmel Studio and 
Atmel Software Framework. 


This kits are available with the following MCU’s: 


ATmega256RFR2 MCU: An IEEE 802.15.4 compliant single chip combines an industry-leading AVR 
microcontroller and best-in-class 2.4GHz RF transceiver. It offers the industry's highest RF performance for 
single chip devices, with a link budget of 103.5dBm while consuming 50% less current than the existing offerings. 


SAM4LC4 MCU: A member of the Microchip's SAM4L family of flash microcontrollers based on the ARM® 
Cortex®-M4 processor, the ATSAM4LC4C delivers the lowest power in active mode (90UA/MHz) as well as 
sleep mode (1.5uA) and the shortest wake-up time (down to 1.5us) in a Cortex-M4-based device. 


SAM4SD32 MCU: A Flash Cortex-M4 processor-based MCU, ideal for industrial and consumer applications 
requiring high memory densities. Along with its unsurpassed 2MB of Flash, the SAM4SD32 provides high 
performance, low power and ease of use. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ ATMEGA256RFR2-XPRO ATmega256RFR2 MCU Evaluation Kit 66W5519 106.59 
@ ATMEGA256RFR2-XSTK ATmega256RFR2 MCU Starter Kit 66W5520 190.82 


@ ATSAM4S-XPRO ATSAM4SD32C MCU Evaluation Kit 66W5525 92.13 
@ ATSAM4S-XSTK ATSAM4SD32C MCU Starter Kit 66W5526 200.04 
PIM_209464 


, APPS PROCESSORS & DEVELOPMENT TOOL 


@ Indicates RoHS Compliant | Find Datasheets Online 


SAM4E ARM COERTEX-M4 MCU DEVELOPMENT 
BOARD Pp - 


Atmel 


Features: @ Ethernet physical transceiver layer with RJ45 
@ SAM4E16 chip BGA144 package with optional connector 

socket footprint @ UART port with RS232 driver 
@ NAND Flash @ ZigBee connector 


@ 2.8 inch TFT color LCD display with touch panel 
and backlight 

ATSAM4E-EK is a evaluation kit for rapid development on the SAM4E microcontroller. It introduces system level 
concepts, such as power distribution, memory, and interface assignments. The SAM4E-EK board is based on 
the integration of an ARM Cortex-M4 processor with on board NAND Flash and a set of popular peripherals. 
Equipped with a 10/100 Mbps Fast Ethernet physical layer transceiver. It contains the entire physical layer 
functions of 100BASE-TX as defined by IEEE 802.3u. Board is designed to provide a high performance 
processor evaluation solution with high flexibility for various kinds of applications. 


@ QTouch buttons: Left, Right and Slider 


Price Each 
Stock No. 1+ 
69W7975 = 


RoHS _ 
Compliant 
Available 


Mfg. Part No. 
@ ATSAM4E-EK 


PIM_212476 


SAM4L ARM CORTEX-M4 MCU DEVELOPMENT 
BOARD 


Features: 

@ ATSAMA4LC4C Cortex-M4 device 
@ OLED color display ® Light sensor 

© QTouch slider and button @ Audio jack connector 

This kit lets designers quickly evaluate and develop code for applications running on Atmel SAM4L 
microcontrollers. The board features an embedded debugger, dedicated circuitry to measure the power 
consumption of your application, LCD, USB, capacitive touch functionality and much more. It also offers 
expansion headers to plug in Atmel extension boards so you can easily add gyrometers, accelerometers, Wifi 
and Zigbee to your SAM4L-EK. 


@ Segment LCD (4x40) 
© Wireless 10-pin interface 


Price Each 
Mfg. Part No. Stock No. 1+ 
@ ATSAMA4L-EK 55W5854 259.26 
PIM_212477 


FULL-FEATURED SAMA5D3 CORTEX A5 MCU 


Atmel 


EVALUATION 
PLATFORMS 
SBirm - 

Compliant 
Available 

Kit Contents © Power supply 

@ 5” display module (not included with SAM- @ USB cable 

A5D35-EK) © Crossed ethernet cable 


The Atmel | SMART SAMASDS series is a high-performance, power-efficient embedded MPU based on the 
ARM Cortex-A5 processor, achieving 536 MHz with power consumption levels below 0.5 mW in low-power 
mode. The device features a floating point unit for high-precision computing and accelerated data processing, 
and a high data bandwidth architecture. It integrates advanced user interface and connectivity peripherals and 
security features. 


The SAMASD3 evaluation kits enable you to fully evaluate SAMA5D3 devices. The kits are pre-loaded with Linux 
and Qt. Except for the SAM5D35-Ek, all boards feature a 5” WVGA display module. 


Price Each 
Mfg. Part No. Description Stock No. the 


@ ATSAMA5D31-EK | Evaluation Kit for ATSAMA5D31 ARM Cortex-A5 Processor | 66W6047 — 
Based Embedded Microprocessor Unit 


@ ATSAMASD33-EK Evaluation Kit for SAMA5D33 microprocessor 66W6048 —- 

@ ATSAMASD34-EK Evaluation Kit for SAMA5D34 microprocessor 66W6049 -_ 

@ ATSAMASD35-EK Evaluation Kit for SAMA5D35 microprocessor 66W6050 — 
PIM_209465 
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SAM D20 XPLAINED PRO EVALUATION KIT 
Features: 

SAMD20J18 Cortex-M0+ MCU 

Xplained Pro extension headers 

Embedded Debugger 

32.768kHz crystal 

Program/debug interface for external targets 

The SAM D20 Xplained Pro evaluation kit is ideal for 
evaluation and prototyping with the SAM D20 Cortex™-M0+ 
processor-based microcontrollers. Extension boards to the 
SAM D20 Xplained Pro can be purchased individually. 


RoHS — 
Compliant 
Available 


The ATSAMD20-XPRO evaluation kit does not include 
extension boards. 


Price Each 
Mfg. Part No. Stock No. 1+ 
@ ATSAMD20-XPRO 95W9928 92.00 
PIM_212479 
STK600 AVR STARTER KIT 


RoHS _ 
Compliant 
Available 


STK600 is a complete starter kit and development system for the 8-bit and 32-bit AVR microcontrollers that 
gives designers a quick start to develop code on the AVR, with advanced features for prototyping and testing 
new designs. The AVR device connects to the board using an innovative routing and socketcard sandwich 
system, which routes the signals from the device to the appropriate hardware. The system consists of a generic 
socketcard, on which the AVR device is inserted, and a device specific signal routing card, which routes the 
signals from the socket pins to the different functions on the main board dependant on the device. 


Price Each 


Mfg. Part No. Stock No. 1+ 


MCU 


MCUS, MPUS, DSPS & DEVELOPMENT TOOLS 
/MPUS, APPS PROCESSORS & DEVELOPMENT TOO 


LPCXPRESSO EVALUATION BOARDS FOR LPC SERIES MCUS (CONT.) 


Price Each 
Mfg. Part No. Description Stock No. the 
@ OM11083,598 EALPCXpresso BaseBoard 72R6117 2 
@ 0M13035,598 LPCXpresso Board for LPC1115 46W5453 = 
@ 0M11048,598 LPCXpresso Board for LPC 1343 72R6114 = 
@ 0M13045,598 LPCXpresso Board for LPC1347 46W5461 23.78 
@ 0M13053,598 LPCXpresso Board for LPC812 48W7346 23.78 
@ 0M13009,598 LPCXpresso Motor Control Kit 46W5432 ages 
PIM_178495 
LPC177x/178x EVALUATION BOARD MODULES A hE 
a 
RoHS 
Gee eimpiat 
Available 
OM13001 Kit Contents: 0M13020 Kit Contents: 
@ One LPC1788 OEM Board © LPC1788-SK Evaluation Board 
® One OEM Base Board @ JAR J-Link Lite for ARM 
© One USB cable, type A to mini-B @ IAR Embedded Workbench for ARM 32k limited 
© Headset with microphone edition 
@ LPC1788 OEM Board Datasheet @ IAR visualSTATE 20-state evaluation edition 
@ LPC1788 OEM Board Schematics @ Example applications from [AR 
© Links to datasheets for key components, Software © @ Example code from NXP 
examples @ RTOS board support 


The EA LPC177x/8x Evaluation Board allows you to quickly and easily evaluate the LPC177x/8x family of 
microcontrollers. The microcontroller, board, and the accompanying features make it a great starting point for 
your next Cortex-M3 project. 


@ ATSTK600 6873413 = 


PIM_197941 


UC3-A3 XPLAINED EVALUATION KIT 


The UC3-A3 Xplained kit features the AT32UC3A3256 device which is optimized for high speed communication 
and protocol conversion. The AVR device offers a Hi-Speed USB device and mini host, 256KB Flash, 128KB 
of high speed SRAM, external SDRAM and NAND Flash ports, dual SD card ports and a rich selection of 
communication ports. The UC3-A3 Xplained kit features a Hi-Speed USB Port, one 64Mbit SDRAM, four LEDs, 
QTouch slider and button, NTC temperature sensor, analog filter, and 4 I/O expansion ports. The kit can be 
programmed and debugged using any AVR debugger, including the JTAGICEmkIl and AVR ONE. 


Price Each 
Mfg. Part No. Stock No. 1+ 
@ AT32UC3A3-XPLD 6874493 47.37 
PIM_197934 
LPCXPRESSO EVALUATION BOARDS FOR LPC SERIES NY ») 
MCUS Wr 
RoHS 
Geasinpian 
Available 
Target Board 
Features @ Easy upgrade options to full-blown suites (from 


@ Eclipse-based IDE using very low-cost target 
boards. 

@ The target boards comes with an integrated JTIAG 
Debugger. No need for a separate debug probe! 


Code Red) and hardware kits (from Embedded 
Artists). 

e End-to-end solution for creating applications all the 
way from evaluation through to production. 


LPCXpresso™ is a low-cost development platform supporting ARM-based LPC microcontrollers. LPCXpresso 
is an end-to-end solution enabling embedded engineers to develop their applications from initial evaluation to 
final production. The platform is comprised of a simplified Eclipse-based IDE and low-cost target boards which 
include an attached JTAG debugger. Designed for simplicity and ease of use, the LPCXpresso IDE (powered by 


Code Red) will provide software engineers a quick and easy way to develop their applications. 


> CONTINUED > 
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Price Each 
Mfg. Part No. Stock No. 1+ 
@ 0M13001,598 46W5428 299.04 
@ 0M13020,598 46W5440 ae 


PIM_210290 


STM32 VALUE LINE DISCOVERY KIT 


Lk Ti life.augmented 
RoHS — 
Compliant 
Available 


Features 

© 128 KB Flash, 8 KB RAM in 64-pin LQFP MCU 

® On-board ST-Link with selection mode switch 

© Can be powered by USB or an external supply of 
5Vor3.3V 

The STM32VLDISCOVERY is a low-cost and quick way to discover the STM32 value line. It includes everything 

required for beginners and experienced users to get started quickly. The STM32 value line Discovery includes 

an STM32F100 value line microcontroller in a 64-pin LQFP and an incircuit ST-Link debugger / programmer 

to debug Discovery applications and other target board applications. A large number of free ready-to-run 

application firmware examples are available on www.st.com/stm32-discovery to support quick evaluation and 

development using the LEDs, button and extension header for connection to other boards or devices. 


© Can supply target application with 5 V and 3 V 
© Two user LEDs (green and blue) 

® One user push button 

© Extension header for all QFP64 I/Os 


Price Each 
Mfg. Part No. Description Stock No. tke 
@ STM32VLDISCOVERY Stm32 value line discovery kit 2174023 10.72 
PIM_189991 


Your 


DEVELOPMENT 
DISTRIBUTOR 


Z EDUCATION 
& MAKERS 


RESEARCH 
& DESIGN 


Supporting your journey at 
every stage 


PROTOTYPE 


PRODUCTION 
2 & TEST 


7 & MAINTENANCE 


PIM_5793904 
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MCUS/MPU 


STM32 F3 SERIES DISCOVERY KIT 


Features 

© STM32F303VCT6 microcontroller w/ 256 KB 
Flash, 48 KB RAM in an LQFP100 package 

© On-board ST-LINK/V2 w/ a standalone mode for 
programming and debugging 

@ Power through USB bus or external 3/5 V supply 


APPS PROCESSO 


| Lk Ti life. augmented 


@ L3GD20 MEMs 3-axis digital output gyroscope 

@ LSM303DLHC MEMs system-in-package w/ 3D 
acceleration and magnetic sensor 

@ Ten LEDs and pushbuttons 

e USB USER with Mini-B connector 

@ Extension header for all LQFP100 I/Os 


DEVELOPMENT TOOL 


STM32F3DISCOVERY helps you to discover the STM32 F3 series Cortex-M4 mixed-signals features and 
to develop your applications easily. It includes everything required for beginners and experienced users to 
get started quickly. Based on the STM32F303VCT6, it includes an ST-LINK/V2 embedded debug tool, 


accelerometer, gyroscope and e-compass ST MEMs, USB connection, LEDs and pushbuttons. 


Price Each 
Mfg. Part No. Stock No. 1+ 
@ STM32F3DISCOVERY 43W6526 17.10 
PIM_208039 
STELLARIS - LM3S8962 ETHERNET+CAN i Texas 
EVALUATION KIT INSTRUMENTS 
Authorized Distributor 
SB ; 
Compliant 
Available 
Features: © Standard ARM® 20-pin JTAG debug connector 


® Stellaris LM3S2965 microcontroller with fully-inte- 
grated CAN module 

@ Standalone CAN device board using Stellaris 
LM3S2110 microcontroller 

@ Simple setup: USB cable provides serial communi- 
cation, debugging, and power 

@ OLED graphics display 

@ User LED, navigation switches, and select 
pushbuttons 

© Magnetic speaker 

@ LM3S2965 I/O available on labeled break-out pads 


with input and output modes 

@ USB interface for debugging and power supply 
Kit contents 
@ USB cable 
20-pin JTAG/SWD target cable 
10-pin CAN cable 
Retracting Ethernet cable 
CD containing documentation, evaluation software, 
quickstart guide, Stellaris Driver Library and 

example source code 


The Stellaris® LM3S8962 Ethernet+CAN Evaluation Kit is a compact and versatile evaluation platform for 
the Stellaris LM3S8962 ARM® Cortex™-M3-based microcontroller. The evaluation kit design highlights the 


LM3$8962 microcontroller's integrated CAN and 10/100 Ethernet controllers. 


HenicelEsch) 
Mfg. Part No. Description Stock No. 1+ 
@ EKT-LM3S8962 With Code Red Technologies Red Suite 45P3419 -— 
PIM_138974 
Stellaris® EVALBOT ROBOTIC EVALUATION KIT ia TEXAS 
WITH FIVE TOOL INSTRUMENTS 
OPTIONS Authorized Distributor 
Features @ On-board In-Circuit Debug Interface (ICD!) 
@ Evaluation board with robotic capabilities © Battery power (3 AA batteries) or power through 
@ Mechanical components assembled by user USB 
® Stellaris® LM3S9B92 microcontroller @ Wireless communication expansion port 
@ MicroSD card connector @ Two DC gear-motors provide drive and steering 
@ |2S audio codec with speaker @ Opto-sensors detect wheel rotation with 45° 
@ USB Host and Device connectors resolution 
@ RJ45 Ethernet connector © Sensors for “bump” detection 
@ Bright 96 x 16 blue OLED display 
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> CONTINUED > 


@ Indicates RoHS Compliant | Find Datasheets Online 


Stellaris® EVALBOT ROBOTIC EVALUATION KIT WITH FIVE TOOL 
OPTIONS (CONT.) 

EVALBOT is a Stellaris® LM3S9B92 EVALBOT robotic evaluation board supported by StellarisWare® and for 
use with Keil Tools, IAR Tools, CodeSourcery Tools, Code Red Technology, or Code Composer Studio as a 
robotic evaluation platform for the Stellaris LM3S9B92 microcontroller. Experience the Stellaris ARM Cortex- 
M3-based LM3S9B92 microcontroller in real-world applications that leverage the processor's integrated 10/100 


Ethernet MAC/PHY, USB On-The-Go, CAN, and motion control capabilities. The board also features a range 
of analog components for motor drive, power supply, and communications functions. After a few minutes of 
assembly, the EVALBOT'’s electronics are ready-to-run. 
Price Each 
Mfg. Part No. Description StockNo. | 1* 
EKT-EVALBOT W/ Code Red Technology Tools 3970827 = 
EKC-EVALBOT W/ Code Sourcery Tools 3970823 = 
EKI-EVALBOT W/IAR Tools 3970824 = 
EKK-EVALBOT W/ Keil Tools 3970825 = 
EKB-UCOS3-BNDL__| W/ Micrium’s yC/OS-III: The Real-Time Kernel Book | 84R8216 = 
PIM_196582 
TMS320F28335 EZDSP STARTER KIT ia Texas 
INSTRUMENTS 


Authorized Distributor 


Features © Code Composer Studiol Integrated Development 
@ TMS320F28335 Floating-Point Digital Signal Environment for C2000 including C compiler, 
Controller(DSC) assembler, linker, real-time debug support, data 


@ 150 MHz operation visualization, a profiler and a flexible project 

@ 512 KB on-chip flash memory manager. 

® 68 KB on-chip RAM ® eZdsp diagnostic software, including test examples 
@ 12-bit ADC with 16 input channels for UART, CAN, I2C, and memory 

© 128k x 16 off-chip SRAM ® Texas Instruments’ Flash APIs to support the 

© Clamshell socket for the F28335 DSC F28335 

® RS-232 interface with on-board transceiver and ® Texas Instruments’ F28335 header files and 


9-pin DSUB connector 

© CAN interface with on-board transceiver and 9-pin 
DSUB connector 

@ Multiple expansion connectors provide access to 
all F28335 I/O signals 

@ Embedded USB JTAG Controller 

© Operates from a single 5V supply with provided 
AC adapter USB Cable 

@ IEEE 1149.1 JTAG emulation connector Universal 5v power supply w/ power cord 

The F28335 eZdsp starter kit is a complete software development platform for the TMS320F2833x series of 

floating-point Digital Signal Controllers. The eZdsp kit includes an F28335 target board that features integrated 

JTAG emulation, 128Kx16 asynchronous SRAM, CAN 2.0 and RS-232 interfaces, and expansion headers that 

provide access to all F28335 1/O signals. Also included in the kit is the Code Composer Studio! Integrated 

Development Environment, USB interface to the host PC, and a universal power supply. 


example software 
Kit Contents 
© Code Composer Studio v3.3 for C2000, eZdsp 
diagnostic software, and code examples on CD 
Quick Start Guide 
Target board for the F28335 DSC. 


e 
e 
® Technical Reference Manual 
e 


Price Each 
Mfg. Part No. Stock No. 1+ 
TMDSEZ28335 12P7914 _ 
PIM_102146 
TMS320F2812 eZdsp™ STARTER KIT ia TEXAS 
INSTRUMENTS 


Authorized Distributor 


Features 

© 18K words RAM 

@ 128K words on chip Flash ROM 
© 64K words on board RAM 
e 
e 
e 


® Onboard IEEE 1149.q JTAG emulation 
© Compatible with Spectrum Digital Flash program- 
ming utilities 
Kit contents 
5V only operation with supplied adapter ®@ TMS320F2812 Digital Signal Processor 
3 Expansion connectors © Code Composer Studio for eZdsp 
Onboard IEEE 1149.1 JTAG controller ® Power cord 
The F2812 eZdsp™ is an excellent platform to develop, demonstrate, and run software for the F2812 digital 
signal processor, offering stand alone capability to determine if this DSP meets application requirements by 
examining certain characteristics. With a single chip parallel port to onboard JTAG scan controller, no additional 
development tools, such as emulators, are needed. 


Price Each 
Mfg. Part No. Description StockNo. | 1+ 
TMDSEZS2812 eZdsp Starter Kit - 64K words of External Memory 01J0911 -—- 
PIM_105689 


Go online or call for non-compliant or “ROHS Compliant products. See page 2 


C2000 PICCOLO LAUNCHPAD 

Features: 

@ Pre-programmed C2000 Piccolo F28027 MCU 

© Built in isolated XDS100 JTAG Emulator 

enables real-time in-system programming 

and debugging via USB 

CPU reset button and programmable 

push button 

Enables development on any Piccolo 

F2802x device 

@ Free unrestricted version of Code 

Composer Studio integrated development 

environment (IDE) v5 

Free download of controlSUITE™ soft- 

ware with examples, libraries, application 

software and more 

Kit Contents: 

© C2000 Piccolo LaunchPad Evaluation 
Board (LAUNCHXL-F28027) 

@ Mini USB Cable 

© Quick Start Guide 

The C2000 Piccolo LaunchPad evaluation kit, based on the F28027 microcontroller (MCU), is a modular, quick- 

launch evaluation kit that contains device, emulation and software to explore the latest digital control techniques 

in areas such as power, lighting and motor control. 


iJ Texas 
INSTRUMENTS 
Authorized Distributor 


Price Each 
Mfg. Part No. Stock No. 1+ 
LAUNCHXL-F28027 26W7560 = 
PIM_207662 
C2000 SERIES MCU DEVELOPMENT KITS 1% TEXAS 
INSTRUMENTS 


Authorized Distributor 


The C2000 MCU family enables uncompromising performance for a variety of real-time control applications such 
as motor control, digital power supplies, solar and renewable energy, LED lighting, smart grid, radar and more. 


The new C2000 Experimenter Kits from Texas Instruments are ideal products for OEMs to use for initial device 
exploration and testing. The 2808 Experimenter Kit has a docking station with access to all controlCARD signals, 
breadboard areas and RS-232, JTAG connectors, and features on board USB JTAG emulation. 


MCUS/MPU 


MCUS, MPUS, DSPS & DEVELOPMENT TOOLS 


APPS PROCESSORS & DEVELOPMENT TOO 


MPLAB STARTER KIT FOR PIC24E MCU FAMILY KR MICROCHIP 


RoHS _ 
Compliant 
Available 


The PIC24E USB Starter Kit provides a low cost method for the development and testing of USB OTG, Host 
and Device applications on the 60 MIPS PIC24E MCU family. The board contains an on-board programming/ 
debugger, standard A USB and micro A/B connectors, three user-programmable LEDs, three push button 
switches and an expansion header compatible with the Multimedia Expansion Board (DM320005) and I/O 
Expansion Board (DM320002). The starter kit comes preloaded with basic Communication Device Class (CDC) 
demonstration software. 


Price Each 
Mfg. Part No. Stock No. 1+ 
DM240012 5572291 102.65 
PIM_207450 


dsPICDEM™ MCLV-2 DEVELOPMENT Rots : 
BOARD Cue KX MICROCHIP 
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The dsPICDEM MCLV Development Board is targeted to control a Brushless DC (BLDC) motor or Permanent 
Magnet Synchronous Motor (PMSM) in sensor or sensorless operation. This board can be configured in different 
ways for use with specialized motor control digital signal controllers. The dsPICDEM MCLV Development Board 
supports the dsPIC33F motor control device family. It offers a mounting option to connect either a 28-pin SOIC 
device or a generic 100-pin Plug-In Module (PIM). The board also has a three-phase inverter bridge circuit. 
The circuit drives a BLDC or PMSM motor using different control techniques without requiring any additional 
hardware. 


The C2000 Resonant DC/DC Developer's Kit is an designed to show users how to design a digitally controlled Price Each 
resonant converter. Based on a single transformer LLC resonant DC/DC converter design, the EVM supports I 
four different feedback methods, loss less current sensing for fault protection, and an active load for transient Mfg. Part No. Stock No. 1+ 
response tuning. Power Management - Motor Control, BLDC Motor 
Price Each DM330021-2 28W5783 378.35 
Mfg. Part No. Description Stock No. i+ PIM_210339 
TMDSRESDCKIT C2000 Resonant DC/DC Developer's Kit 52P6799 -- 
TMDSDOCK2808 C2000 TMS320F 2808 Experimenter Kit 11N9808 = MSP430 PROGRAMMING AND DEBUGGING TOOLS ia Th 
¥ fi EXAS 
PIM_148779 cf INSTRUMENTS 
Authorized Distributor 
DELFINO SERIES MCU DEVELOPMENT KITS ig Texas 
INSTRUMENTS 


Authorized Distributor 


The C2000 Peripheral Explorer Kit enables new C2000 users and university students to easily learn how to 
use all of the advanced peripherals on a C2000 microcontroller. The kit includes an F28335 controlCARD and 
a baseboard with all the hardware necessary to interact with the peripherals. The kit also includes a Teaching 
ROM, with over 15 labs detailing the F28335. 


The C2000 Experimenter Kit is based around the C2000 Delfino™ TMS320F28335 MCU , which features a 


150 MIPS processing core with floating point support, 512 KB integrated flash, 18 PWM channels with high 
resolution capability, 12-bit 12.5 MSPS ADC, capture interfaces, QEP interfaces, serial connectivity, and more. 
Price Each 
Mfg. Part No. Description Stock No. ‘he 
TMDSPREX28335 Delfino C28335 Peripheral Explorer Kit 52P6798 — 
TMDSDOCK28335 Delfino F28335 Experimenter Kit 11N9809 — 
PIM_148769 


1.800.463.9275 © newark.com 


The MSP430 is a mixed-signal microcontroller family from Texas Instruments. Built around a 16-bit CPU, the 
MSP430 is designed for low cost and, specifically, low power consumption[1] embedded applications. 


The MSP-TS430PZ100A is a standalone ZIF socket target board used to program and debug the MSP430 MCU 
in-system through the JTAG interface or the Spy Bi-Wire (2-wire JTAG) protocol. The MSP-FET430PIF is a 
Parallel Port interface (does not include target board) that is used to program and debug MSP430 FET tools and 
test boards through the JTAG interface. This interface uses a Parallel PC Port to communicate to the Debugger 
Software (IAR Kickstart software included) running on the PC. 


Price Each 
Mfg. Part No. Stock No. 1+ 
Debugger / Programmer 
MSP-FET430PIF 98J0246 Ess 
In-Circuit Emulator / Programmer 
MSP-FET430U100A 24R9816 es 


PIM_74625 
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MCUS, MPUS, DSPS & DEVELOPMENT TOOLS 


MCUS/MPUS, APPS PROCESSO 


PICCOLO MCU BASED DC/DC LED SEPIC ia Texas 


DEVELOPER'S KIT 

Kit Contents 

@ DC/DC LED lighting power board 
Piccolo F28035 controlCARD 

LED panel 

12\V power adapter 

Banana Plug Cable 

USB Cable 

USB drive with GUI executable 
CCS4 Installation CD 

LED DC/DC Developer’s Kit includes 
all of the hardware and software to 
start experimenting and developing a 
digitally controlled LED DC/DC system. 
The kit is based on the Piccolo microcontroller and the controlCARD development platform. One Piccolo MCU 
is able to directly control the DC/DC power stage as well as eight LED strings. The development board takes 
12-36V DC of input and uses a SEPIC DC/DC topology to buck or boost the input voltage to a desired level. 
This voltage is then fed to four LED driving stages, each capable of driving two LED strings at up to 30 watts 


INSTRUMENTS 
Authorized Distributor 


each. The kit includes closed loop, open source software for both the DC/DC stage and the LED lighting stage. 
Price Each 
Mfg. Part No. Stock No. 1+ 
TMDSDCDCLEDKIT 74R6607 ae 
PIM_194376 
CC430 WIRELESS DEVELOPMENT TOOL ia TEXAS 
INSTRUMENTS 


Authorized Distributor 


Sy a 


aN e [7 
¥e et* 

e ™ tt 
Features © 18 4x2 pin headers 
@ 2XCC430F6137 @ 2 AAA battery packs with 2-wire power connectors 
@ AES-128 hardware encryption module Kit Contents 
@ 96 segment LCD Driver @ 2CC430 wireless target boards 
@ 1 USCI (UART, 2xSPI, I2C, IrDA) @ 2 868/915 MHz Antennas 
@ 42-bit ADC, 200 ksps © Software 
@ 2LEDs/CC430 wireless target board @ Full Documentation 
© 2 pushbuttons / CC430 wireless target board 


EM430F6137RF900 is a complete wireless development tool for the CC430 that includes all the hardware 
required to develop an entire wireless project. The sample kit includes two sub-1GHz wireless target boards 
(including antennas) featuring the highly integrated MSP430F6137IRGC RF System-on-chip. Projects may be 
developed and instantly deployed using the included batteries. The EM430F6137RF900 development board 


DEVELOPMENT TOOL 


@ Indicates RoHS Compliant | Find Datasheets Online 


HIGH PERFORMANCE USB-BASED EMULATOR ANALOG 


DEVICES 


AHEAD OF WHAT'S POSSIBLE™ 


pau b| 
Boss: \ 
ee vevone 


Features 
@ High speed USB 2.0 interface enabling download 
speeds of up to 1.5MB/sec (ADZS-HPUSB-ICE) 
@ Background Telemetry Channel (BTC) support 
@ 1.8V, 2.5V, and 3.3V compliant and tolerant 
ADZS-HPUSB-ICE is a cost-effective High Performance (HP) Universal Serial Bus (USB)-based emulator which 
provide an easy, portable, non-intrusive, target-based debugging solution for Analog Devices JTAG processors 
and DSPs. These powerful USB-based emulators perform a wide range of emulation functions including single- 
step and full speed execution with pre-defined breakpoints and viewing and/or altering of register and memory 
contents. With the ability to automatically detect and support multiple I/O voltages, the USB and HP USB 
emulators enable users to communicate with all of the Analog Devices JTAG processors and DSPs using either 
a full speed USB1.1 or high-speed USB2.0 port on the host PC. Applications and data can easily be tested and 
transferred between the emulators , VisualIDSP++ debuggers which are sold separately. 


© Support for all ADI JTAG processors and DSPs 

@ 5V tolerant and 3.3V compliant for 5V processors 
and DSPs 

© Multiprocessor support 


Price Each 
Mfg. Part No. Stock No. [ 
Emulator 
@ ADZS-HPUSB-ICE 14M7074 pea 
PIM_189572 


KEIL 


ULINK FAMILY OF DEBUG AND TRACE ADAPTERS » 


Tools by ARM 
q 
——— egg 
yew yume 


ULINK2 


Features 

@ Download programs to your target hardware 

@ Examine memory and registers 

@ Single-step through programs and insert multiple 
breakpoints 


@ Program Flash Memory 

© Connect using JTAG or Serial Wire modes 

@ On-the-fly debug of ARM Cortex-M based devices 

@ Examine Trace information from ARM Cortex-M3 
and Cortex-M4 devices 


@ Run programs in real-time 
ULINK2 Keil Debug Adapter connects user PC’s USB port to your target system (via JTAG, SWD, or OCDS) and 
allows you to program and debug embedded programs on target hardware. ULINK2 may be used for on chip 


supports all CC430F613x and CC430F612x flash parts in the 64-pin QFN (RGC) package. It also supports debugging (using on chip JTAG, SWD, or SWV) and flash memory programming (using user configurable flash 
software development for the CC430F513x parts (48-pin QFN (RGZ) package). programming algorithms). Using the ULINK2 adapter together with the Keil Vision IDE/Debugger, user can 
Price Each easily create, download, and test embedded applications on target hardware. 
Mfg. Part No. Stock No. i+ Price Each 
EM430F6137RF900 63R9909 = Mfg. Part No. Stock No. 1+ 
PIM_196448 In-Circuit Debugger / Programmer 
@ ULINK2 7475673 402.90 

PIC32 USB STARTER KIT II PIM_199452 


KX MICROCHIP 


Kit contents @ Standard A to micro B cable for USB application 

@ PIC32 USB Starter Board II development 

© Standard A to mini B cable for debugger © Quick start card 

The PIC32 USB Starter Kit Il provides the easiest and lowest cost method to experience the USB and CAN 
functionality of the PIC32 microcontrollers. Users can develop CAN applications using PIC32 expansion boards. 
The board contains everything need to develop USB embedded host/device/OTG applications by combining 
this board with free USB software. 


Kit Price Each 
Application 
Mfg. Part No. Type Stock No. 1+ 
DM320003-2 Communication & Networking 51R8563 _ 
PIM_164439 


DSTREAM HIGH-PERFORMANCE DEBUG AND TRACE 


ARMDS 


Development Tools 


RoHS — 
Compliant 
Available 


Features 
© 4GB trace buffer for extended trace capture 
@ Parallel Trace up to 9.6 Gbps 


© Download speed up to 2.5MB per second 
@ JTAG clock up to 60 MHZ 
@ Flexible Architecture to support 3rd party 


© Serial Trace up to 20 Gbps with HSST- Probe 

The DSTREAM™ high-performance debug and trace unit enables software debug and optimization on any ARM 
processor-based hardware target. DSTREAM extends the functionality of RVI and RVT2 with faster memory 
download and trace capture, as well as wider support for physical debug and trace interfaces and enables the 
connection of DS-5 Debugger, RVD and third party debuggers to ARM-based devices via JTAG or Serial-Wire 
Debug. 


Price Each 
Mfg. Part No. Stock No. 1+ 
In-Circuit Debugger / Programmer 
@ DSTRM-KT-0181A 


PIM_199451 


7579199 = 


22 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


MCUS, MPUS, DSPS & DEVELOPMENT TOOLS 


APPS PROCESSORS & DEVELOPMENT TOO 


AVR ONE! PROFESSIONAL DEBUGGER FOR 8 AND 
32-BIT AVR DEVICES WITH ON-CHIP DEBUGGING 


RoHS _ 
Compliant 
Available 


AVR ONE! is a professional development tool for all 8-bit and 32-bit AVR devices with On-Chip Debug capability. 
It is used for source level symbolic debugging, program trace and device programming and supports the 
complete development cycle. It supports SPI, JTAG, PDI, and aWire programming modes and debugging using 
debugWIRE, JTAG, PDI, and aWire interfaces. It also supports LiveDebug, which makes it possible to attach toa 
running target non-intrusively, and the Nexus auxiliary interface for high-speed program, data or ownership trace 
at up to 200MHz in either buffered or streaming mode. Driven by a powerful FPGA, this tool provides high-speed 
data transfer between the host PC and the target AVR device, facilitating rapid program download and a most 
responsive debugging experience. 


Price Each 
Mfg. Part No. Stock No. 1+ 
Debugger / Programmer 


@ ATAVRONEKIT 
PIM_197951 


6872076 ane 


ve RoHS _ 
. Compliant 
Available 


AVR DRAGON ON-CHIP DEBUGGER AND 
PROGRAMMER 


=P 2H om Pei Esse]: | 


The AVR Dragon sets a new standard for low cost development tools for 8-bit and 32-bit AVR devices with On 
Chip Debug (OCD) capability. It can perform a symbolic debug on all devices with OCD with SPI, JTAG, PDI 
(selected devices), high voltage serial programming, parallel programming, and aWire modes, and supports 
debugging using SPI, JTAG, PDI interfaces. A development area lets designers build their own circuitry or add 
sockets for the desired device footprint. The debugger also supports NanoTrace, depending on the OCD module 
on the AVR device, using the target device’s memory. 


Price Each 
Mfg. Part No. Stock No. = 
Debugger / Programmer 
@ ATAVRDRAGON 6872063 oy 


PIM_197953 


SAM-ICE™ JTAG EMULATOR FOR SAM3/7/9 ARM- 
BASED MCUs F 


RoHS _ 
Compliant 
Available 


SAM-ICE™ is a JTAG emulator designed for SAM3, SAM7 and SAM9 ARM-based microcontrollers, including 
the Thumb® mode. It supports download speeds up to 720K Bytes per second and maximum JTAG speeds up 


to 12 MHZ. It also supports Serial Wire Debug (SWD) and Serial Wire Viewer (SWV) from SAM-ICE hardware 
V6. 
Price Each 
Mfg. Part No. Stock No. 1+ 
USB JTAG Emulator 
@ AT91SAM-ICE 6875115 a 


PIM_197949 


1.800.463.9275 © newark.com 


PICKIT 3 DEBUG EXPRESS 


KX MICROCHIP 


microcontroller 


Features 

© PICkit-3 features full speed 12 Mbits/s USB 
interface to host PC 

@ MPLAB IDE compatible 

@ Built-in over-voltage/short circuit monitor 

© Firmware upgradeable from PC/web download ® Diagnostic LEDs (power, busy, error) 

@ Read/write program and data memory o' © Features real-time execution 

The DV164131 is a PICkit-3 debug express, It includes Pickit-3 and 44-pin demo board with a PIC18F45k20 

microcontroller. The MPLAB PICKkit-3 allows debugging and programming of PIC and dsPIC flash 

microcontrollers at a most affordable price point using the powerful graphical user interface of the MPLAB 

integrated development environment (IDE). The MPLAB PICkit-3 is connected to the design engineer's PC 

using a full speed USB interface and can be connected to the target via an Microchip debug (RJ-11) connector 

(compatible with MPLAB ICD-2, MPLAB ICD-3 and MPLAB REAL ICE). The connector uses two device I/O pins 

and the reset line to implement in-circuit debugging and in-circuit serial programming. 


© Erase of program memory space with verification 

@ Freeze-peripherals at breakpoint 

@ Program up to 512K byte flash with the program- 
mer to Go 


Price Each 
Mfg. Part No. Stock No. a 
Debugger / Programmer 
DV164131 50P9695 = 
PIM_142230 


MPLAB REAL ICE IN-CIRCUIT EMULATOR 


KX MICROCHIP 


RoHS 
Compliant 
Available 


Features Verification 

@ Real-time Execution © Stopwatch 

@ Fast Programming @ Hard and Software Breakpoints 

© USB 2.0 Interface to PC © Real-time Watch 

@ FREE MPLAB IDE © Capture Trace to Log Instruction Contents 

© Overvoltage / Short-circuit Monitor Protection @ Port Trace for High-Speed Upload of Trace Data 
@ Read/Write Program Memory Space with 


The MPLAB® REAL ICE is the next generation of emulator / programmer for Microchip flash products. Can be 
used to debug and program dsPIC® and PIC® microcontrollers with a powerful yet simple to use graphical user 
interface of the MPLAB integrated developement environment. 


Price Each 
Mfg. Part No. Description Stock No. a 
Emulator 
AC244005 MPLAB REAL ICE Isolator 14R8661 = 
In-Circuit Emulator 
@ DV244005 MPLAB REAL ICE In-Circuit Emulator 16M6059 os 
PIM_90083 
DSTREAM + DS-5 PROFESSIONAL BUNDLES Geptinpian ARMDS 


Development Tools 


Sone (BE) (Debus (Petar 


The ARM DS-5 tool chain enables engineers to develop robust and highly optimized embedded software 
for ARM application processors, such as the Cortex-A series, Cortex-R real time processor and other ARM 
embedded processors. The DS-5 tool chain comprises tools such as the best in class ARM C/C++ Compiler, 
a powerful Linux/Android/RTOS aware debugger, the ARM Streamline system wide performance analyzer 
and real time system model simulators, all conveniently packaged in a user friendly integrated development 
environment based on Eclipse. DSTREAM high performance debug and trace unit enables software debug 
and optimization on any ARM processor based hardware target. DSTREAM enables the connection of DS-5 


Debugger to ARM based devices via JTAG or Serial Wire Debug. DSTREAM uses FPGA acceleration to deliver 

high download speeds and fast stepping through code on single and multi processor devices. 
Software License No. of Price Each 
Mfg. Part No. Edition Type Licenses Stock No. 1+ 

ARM 

@ BUNDS-KT-4PE00 Professional Floating 1 9374558 _ 

@ BUNDS-KT-3PE00 Professional Node Locked 1 9374557 — 
PIM_203733 


elementiu 23 


MCUS, MPUS, DSPS & DEVELOPMENT TOOLS 
EMBEDDED SOFTWARE 


CODE COMPOSER DEVELOPMENT TOOLS ia TEXAS 
INSTRUMENTS 
Authorized Distributor 
Code Composer is a fully integrated development environment (IDE) with DSP-specific functionality. With 
its familiar MS-Visual C++ like environment, Code Composer lets you edit, build, debug, profile and manage 
projects from a single unified environment. Other unique features include graphical signal analysis, injection/ 
extraction of data signals via file I/O, multi-processor debugging, automated testing and customization via a 
C-interpretive scripting language and much more. 
Software License No. of Price Each 
Mfg. Part No. Edition Type Licenses Stock No. 1+ 
TMDS3240130 a a 1 50B7926 Tees 
TMDSCCS-ALLF01 Platinum Floating 1 25R0015 eg 
TMDSCCS-ALLNO1 Platinum Node Locked 1 25R0020 = 
C2000 
TMDSCCS2000-1 Platinum oie 1 32H6529 aes 
MSP430 
MSP-CCE430PRO Professional 336 1 40K7775 a5 
PIM_74640 
XDS100 EMULATORS is TEXAS 
INSTRUMENTS 
Authorized Distributor 
Features © Supports USB 1.x and USB 2.0 (high speed) 


@ USB bus powered, no power supply required © Compatible with +1.8V to +3.3V processors 


The Spectrum Digital XDS100v2 is the second generation of the XDS100 family of debug probes (emulators) 
for TI processors. The XDS100 family features the lowest cost of all the XDS family of debug probes while 
supporting the traditional JTAG standard (IEEE1149.1). Also, all XDS debug probes support Core and System 
Trace in all ARM and DSP processors that feature an Embedded Trace Buffer (ETB). 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
JTAG Emulator 
TMDSEMU100V2U-20T 20-Pin cTI Version 64R0682 = 


PIM_196452 


™ RoHS ji 
C6000™ FLOATING POINT DSPs Bain ig Texas 
Available INSTRUMENTS 
Authorized Distributor 
The C67x floating-point DSP generation provides a range of high-performance floating-point processors that 


will enable new innovations in cost-sensitive applications such as professional and home audio, industrial 
automation, voice and speech recognition as well as high-end graphics and imaging. Features: 2-(32-bit) timers, 


and 1-(32-bit) external memory interface. Additional information is available on TI's floating point DSPs. 
Case No. of Supply Price Each 
Mfg. Part No. Style /0’s| Bits |Frequency| Voltage | Stock No. i+ 
HPI, 12C, McBSP, SPI, TDM 
BGA-272 | 16 |32/64bit] 225MHz | 1.14V-1.32V | 95H4528 -— 
TMS320C6713BGDP22 
HPI, McBSP, SPI 
FC/CSP-352| 10 | 32bit | 150MHz | 1.71V-1.89V] 75C9714 = 
TMS320C6701GJC150 
FC/CSP-352] 10 | 32bit | 167MHz | 1.81V-1.99V} 7609441 —— 
TMSC6701GJC16719V 
12C, SPI 
BGA-272 | 16 | 64bit | 300MHz | 1.33V-1.47V | 0130936 56.31 
TMS320C6713BGDP30 
PIM_74629 
C5000™ POWER-EFFICIENT DSPs ig Texas 
INSTRUMENTS 
Authorized Distributor 
Applications @ Hands-free accessories RoHS 
@ Digital music players © GPS receivers Gee einoiat 
® VoIP © Portable medical equipment Available 


The TMS320C5000™ DSP platform is optimized for personal and portable products by offering the industry's 
lowest standby power and advanced automatic power management.TMS320C54x™ DSPs provide a 
broad range of performance and peripheral options for personal and portable communications systems. 
TMS320C55x™ DSPs feature advanced power management techniques which automatically power down 
inactive peripherals, memory and core functional units increasing battery life. Also included are the OMAP™ 
devices with low-power, real-time signal processing coupled with the command and control functionality of an 
ARM. Power dissipation: 40mW @ 50MHz. 


> CONTINUED > 
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C5000™ POWER-EFFICIENT DSPs (CONT.) 


Case No. of Supply Price Each 
Mfg. Part No. Style Frequency | Bits Voltage Stock No. 1-9+ 

HPI, 12C, McBSP 
@ TMS320VC5503PGE LQFP-144 | 200MHz 16bi 1.14.V-1.26V | 2139168 = 
HPI, 12C, McBSP, SPI, UART 
@ TMS320VC5501PGF300 |LQFP-176 | 300MHz | 32bit |1.2V-1.32V | 10J9723 = 
HPI, 12C, McBSP, UART 
@ TMS320VC5502PGF200 |LQFP-176 | 200MHz | 32bit |1.2V-1.32V | 10J9724 = 
@ TMS320VC5502PGF300 |LQFP-176 | 300MHz | 32bi | 1.2V-1.32V | 1039725 = 
HPI, 12C, McBSP, USB 

TMS320VC5509AGHH BGA-179 200MHz | 32bit | 1.55 V-1.65V | 92H7534 = 
@ TMS320VC5509AZHH BGA-179 200MHz | 32bit | 1.55 V-1.65V | 92H7536 = 
@ TMS320VC5507PGE LQFP-144 | 200MHz | 16bit | 1.55V-1.65V | 2139170 = 
@ TMS320VC5509APGE LOQFP-144 | 200MHz | 32bit | 1.55V-1.65V | 21J9171 = 
HPI, McBSP 
@ TMS320VC5416PGE120_ | 144 120MHz | 16bit | 1.42 V-1.65V | 67K1287 = 
@ TMS320VC5402ZGU100_ | BGA-144 100MHz | 16bit |} 1.71 V-1.98V | 61K1848 = 
@ TMS320VC5416ZGU160_ | BGA-144 160MHz | 16bit | 1.55 V-1.65V | 87H2868 = 
@ TMS320VC5510AZGWA2 | BGA-240 160MHz | 32bit | 1.55V-1.65V | 1039727 = 
@ TMS320VC5510AZGW2__| BGA-240 200MHz | 32bit | 1.55 V-1.65V | 87H2870 = 
@ TMS320VC5402PGE100 |LQFP-144 | 100MHz | 16bit |1.71V-1.98V | 72K9586 = 
@ TMS320VC5410APGE12 |LQFP-144 | 120MHz | 16bit |1.42V-1.65V | 76C9617 — 
@ TMS320VC5410APGE16 |LQFP-144 | 160MHz | 16bit | 1.55 V-1.65V | 67K1286 = 
@ TMS320VC5416PGE160 |LQFP-144 | 160MHz | 16bit | 1.55 V-1.65V | 72K9587 = 
@ TMS320VC5409APGE16 |LQFP-144 | 160MHz | 16bit | 1.55 V-1.65V | 76C9610 = 
@ TMS320VC5402APGE16 |LQFP-144 | 160MHz | 16bit |1.55V-1.65V | 76C9603 = 
I2C, McBSP, USB 
@ TMS320VC5506ZHH BGA-179 108MHz | 16bi | 1.14 V-1.26 V | 20M5849 = 

PIM_80448 


DAVINCI™ DIGITAL MEDIA 


RoHS H 
‘omplian I} TEXAS 
PROCESSORS Sepia INSTRUMENTS 


Authorized Distributor 
Applications: 
@ Digital cameras 
@ Video telephones 
@ IP set-top box 
© Automotive infotainment 


@ Video security 

@ Portable media players 

® Medical imaging 

@ Networked video for emerging 
applications 


DaVinci processors leverage the TMS320C64x+™ DSP core and consists of scalable, programmable Digital 
Signal Processing SoCs, accelerators and peripherals that are optimized for a broad spectrum of digital video 
end equipments. 


Case No. of Supply Price Each 
Mfg. Part No. Style Frequency | Bits Voltage Stock No. 1-4+ 
HPI, 12C, 12S, JTAG, Ml, PCI, SPI 
TMS320DM642AGNZ7_ | FCBGA-548 | 720MHz | 64bit |1.4V 40K9745 — 
12C, SPI, UART 
@ TMS320DM6441AZWT | BGA-361 513MHz |} 64bit | 1.05 V-1.2V 96M4797 -—- 
@ TMS320DM355ZCE216 | NFBGA-337 | 216MHz | 32bit |1.3V 53M5576 — 
12C, SPI, UART, USB 
@ TMS320DM355ZCE270 | NFBGA-329 | 270MHz | 32bit | 1.235 V-1.365 V | 85M0162 = 
@ TMS320DM6446AZWT | NFBGA-361 | 594MHz | 32bit | 1.2V 96M4799 = 
PIM_98696 
BLACKFIN® SERIES DIGITAL SIGNAL Bain ANALOG 
PROCESSORS Available DEVICES 


AHEAD OF WHAT'S POSSIBLE™ 


Blackfin® Processors using a 16-bit RISC programming model, are designed specifically to meet the 
computational demands and power constraints of today’s embedded audio, video, and communications 
applications. Blackfin Processors are ideal for portable and networked digital media appliances, automotive 


telematics, communications and networks.The processors have built-in, fixed-point digital signal processor 
(DSP) functionality supplied by 16-bit Multiply-accumulates (MACs), accompanied on-chip by a small 
microcontroller. 
Case No. of Supply Price Each 

Mfg. Part No. Style /0’s| Bits |Frequency| Voltage | Stock No. 1-9+ 
CAN, PPI, SPI, TWI, UART 
@ ADSP- BGA-182 | 48 |16/32bit) 500MHz | 0.8V-1.32V | 21M6774 _ 
BF537BBCZ-5A 
@ ADSP- BGA-182 | 48 | 16/32bit) 533MHz | 0.8V-1.375V | 64M7483 _ 
BF537BBCZ-5AV 
PPI, SPI, UART 
@ ADSP- BGA-160 16 | 16/32bit} 400MHz | 0.8V-1.45V | 50M0797 — 
BF533SBBCZ400 
@ ADSP- BGA-160 16 |16/32bit) 500MHz | 0.8V-1.45V | 19M0727 —- 
BF533SBBCZ500 
@ ADSP- BGA-297 | 48 | 16/32bit) 600MHz | 0.8V-1.4185V | 21M6776 _ 
BF561SBBZ600 
@ ADSP- CSPBGA-256| 48 | 16/32bit) 600MHz | 0.8V-1.4185V | 41M1931 a 
BF561SKBCZ-6A 


> CONTINUED > 
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MCUS, MPUS, DSPS & DEVELOPMENT TOOLS 
DSPS & DEVELOPMENT TOO 


BLACKFIN® SERIES DIGITAL SIGNAL PROCESSORS (CONT.) J-LINK™ AND FLASHER RELATED ADAPTERS 
Case No. of Supply Price Each an > \ 
Mfg. Part No. Style |I/O’s} Bits |Frequency| Voltage | Stock No. 1-9+ SSEGGER 
PPI, SPI, UART SEGGER 
@ ADSP-BF592KCPZ-2 LFCSP-64| 32 | 16/32bit} 200MHz | 1.1V-1.47V| 59T9610 oe 
@ ADSP-BF592KCPZ LFCSP-64 | 32 | 16/32bit} 400MHz | 1.1V-1.47V| 5171991 a 


@ ADSP-BF532SBSTZ400 | LOFP-176 | 16 | 16/32bit} 400MHz | 0.8V-1.45V | 19M0726 = 
@ ADSP-BF531SBSTZ400 | LQFP-176 | 16 | 16/32bit} 400MHz | 0.8V-1.45V | 19M8737 = 


PIM_89799 
A . 10-Pin Needle Adapter 
Fixed Point These optional hardware adapters are used industry standard J-Link Debug Probe, and Flash Programmers. 
Case No. of Supply Price Each These adapters also supports the DIG! JTAG Link, Atmel SAM-ICE, and IAR J-Link. 
Mfg. Part No. Style Frequency | Bits Voltage Stock No. 1-4+ Price Each 
CAN, I2C, 12S, SPI, UART Mfg. Part No. Description Stock No. 1+ 
@ ADSP-BF534BBCZ-4A BGA-182 400MHz_| 16/32bit | 800 mV-1.32 V | 12M8234 a= 8.06.04 J-LINK NEEDLE ADAPTER | J-Link 10-pin Needle Adapter (8.06.04) | 9175771 | 126.48 
CAN, PPI, SPI, TWI, UART 8.06.05 10-PIN NEEDLE ADAPTER | J-Link 10-Pin Needle Adapter (8.06.05) | 9175772 | 158.10 
@ ADSP-BF537KBCZ-6AV | CSPBGA-182 | 600MHz | 16/32bit | 800 mV-1.43 V | 64M7484 cae 8.08.01 J-LINK ARM-14 ADAPTER J-Link 14-Pin ARM Adapter (8.08.01) | 9175775 86.00 
PPI, SPI, UART 8.06.03 J-LINK 14PIN TIADAPTER J-Link 14-Pin TI Adapter (8.06.03) 08x3008 | 62.00 
@ ADSP-BF533SKBCZ-6V | CSPBGA-160 | 600MHz | 16/32bit | 800 mV-1.45 V | 41M1927 =s 8.06.00 J-LINK 19-PIN CORTEX-M | J-Link 19-Pin Cortex-M Adapter (8.06.00) | 9175768 40.00 
PIM_5512391 8.06.02 J-LINK 9-PINCORTEX-M | J-Link 9-Pin Cortex-M Adapter (8.06.02) | 9115770 40.00 
So 8.06.01 J-LINK RX ADAPTER J-Link RX Adapter (8.06.01) 91T5769 | 124.00 
SIX CORE DIGITAL SIGNAL PROCESSOR WITH os |= 6 LARS 8.06.06 J-LINK TI CTIZ0ADAPTER | _ J-Link TI-CTI-20 Adapter (8.06.06) | 08X3009 | 86.00 
SECURITY waiae [) We 8.07.00 JTAG ISOLATOR JTAG Isolator (8.07.00) 9175773 | 252.96 
© Six StarCore SC3850 DSP subsystems © Security Engine (SEC) 8.07.01 SWD ISOLATOR SWD Isolator (8.07.01) 08X3011 | 268.77 
© Chip-level arbitration and switching system © Two DDR controllers with up to a 400 MHz clock PIM_202227 
(CLASS) @ DMA controller with 32 unidirectional channels 7 
@ 1056 Kbyte 128-bit wide M3 memory © Up to four independent TDM modules with 
© Three input clocks programmable word size FLASHER FAMILY OF PRODUCTION TOOLS 
@ Five PLLs @ 12C interface \ 
@ Multi-Accelerator Platform Engine for Baseband © Supports standard JTAG interface > 
Case Supply Price Each V4 SEGGER 
Mfg. Part No. Style Frequency Voltage Stock No. 1-4+ 
Ethernet, I2C, PCI, SPI, UART 
@MSCB156ETAG1000B _[FCPBGA-783 | 1GHz [970mv-1.05v | 19x9834 | 248.91 
PIM_5575924 


PSOC® 3 PROGRAMMABLE EMBEDDED SYSTEM- === 


ON-CHIP = YPRE Flasher ARM 
== C 59 Flasher is a line of production Flash programming tools available for ARM, Cortex, PowerPC, Renesas, ST 
; PER ORM Microelectronics, and Toshiba devices. They ease the implementation into a production site by allowing the flash 
Features @ Programmable PLD-based logic RoHS programming to be triggered manually or remotely. Once set up, Flasher can be controlled without the use of 
@ Integrated high-precision 12-bit or 20-bit resolution © Single-Cycle 8051 core up to Ose PC application in stand-alone mode. 
analog 67 MHz Available = 
© Ultra low power with a voltage range _ HG@EaG) 
PSoC® 3 is a true programmable embedded system-on-chip integrating configurable analog and digital — Mig. Part No. Description Stock No. ibe 
peripheral functions, memory and a microcontroller on a single chip. In-Circuit Debugger / Programmer 
Program Embedded Price Each 5.09.01 FLASHER STM8 Flasher STMB8 (5.09.01) 9175752 = 
Mfg. Part No. Case Style | Memory | I/O's Interface Stock No. 1-24+ Programmer 
CY8C32xxx, 50 MHz, 4 KB 5.05.10 FLASHER 5 PRO Flasher 5 PRO (5.05.10) 08X3005 864.84 
@ CY8C3245LTI-139 | 48 Pins 32KB_ | 251/0's l2C 3272613 == 5.10.01 FLASHER PPC Flasher PPC (5.10.01) 9175753 = 
@ CY8C3245LTI-163 | 68 Pins 32KB | 38I/O's 12C 3272617 = 5.15.01 FLASHER RX Flasher RX (5.15.01) 9175754 = 
@ CY8C3245AXI-158 | 100 Pins 32KB_ | 62I/0's 12C 3272609 UGE PIM_202224 
@ CY8C3245AXI-166 | 100 Pins 32KB_ | 62I/0's I2C, USB 3272610 = 
GYNGS ey AUN SKE J-LINK™ DEVELOPMENT TOOLS 
@ CY8C3246LTI-149 | 68 Pins 64KB_ | 38I/0's 12C 3272630 —_ \ 
@ CY8C3246AXI-138 | 100 Pins 64KB | 62I/0's I2C, USB 1472611 _ » 
CY8C34xxx, 50 MHz, 8 KB 7SEGGER 
@ CY8C3446LTI-073 | 48 Pins 64KB_ | 251/0's I2C, USB 1472615 = 
@ CY8C3446AXI-099 | 100 Pins 64KB | 62I/0's 12C, USB 1472614 = 
CY8C36xxx, 67 MHz, 4 KB 
@ CY8C3665PVI-008 | 48 Pins 32KB_ | 251/0's 12C 3272693 — 
CY8C36xxx, 67 MHz, 8 KB 
@ CY8C3666AXI-052 | 100 Pins 64KB_ | 62I/0's 12C 1472621 — 
CY8C38xxx, 67 MHz, 8 KB JeLink ULTRA 
@ CY8C3866PVI-021 | 48 Pins 64KB 251/0's | CAN, I2C, USB | 3272737 17.58 J-Link™ debug probe line consists of the J-Link, J-Link PRO, and J-Link ULTRA. These devices connect via 
@ CY8C3866PVI-070 | 48 Pins 64KB 251/0's 12 4472628 oe USB or Ethernet to the Windows host development PC. 
@ CY8C3866LTI-030 | 68 Pins 64KB | 38//0's I2C, USB 1472626 = Price Each 
@ CY8C3866AXI-040__ | 100 Pins 64KB | 62I/0's | CAN, 12C, USB | 1472625 | 26.63 Mfg. Part No. Description Stock No. 1+ 
PIM_197022 USB JTAG Emulator 
8.08.00 J-LINK J-Link BASE (8.08.00) 9175774 498.00 
8.08.90 J-LINK EDU J-Link EDU (8.08.90) 9175780 — 
8.12.00 J-LINK PRO J-Link PRO (8.12.00) 9175782 1352.52 
PIM_202225 


1.800.463.9275 © newark.com elementiu 25 


MCUS, MPUS, DSPS & DEVELOPMENT TOOLS 
DSPS & DEVELOPMENT TOO 


J-TRACE PROBES FOR ARM AND CORTEX-M 


»—— 
/SEGGER 


J-Trace for Cortex-M 
J-Trace is a line of high speed hardware Trace Probes for ARM and Cortex-M. It connects via USB to the PC 


host running Windows. J-Trace integrates seamlessly into a wide range of IDEs and are compatible to J-Link. 

Price Each 
Mfg. Part No. Description Stock No. 1+ 
USB JTAG Emulator 
8.10.00 J-TRACE ARM 8.10.00 J-Trace for ARM 9175781 = 
PIM_202226 
XDS510 USB JTAG EMULATOR SPECTRUM 
oars | L 


INCORPORATED 


RoHS _ 
Compliant 
Available 


Includes: @ CD-ROM with drivers 
@ XDS510 USB JTAG Emulator © Setup instructions 
@ USB cable @ Warranty registration card 


The XDS510 USB JTAG Emulator is designed to be used with digital signal processors (DSPs) and 
microprocessors which operate with +3.3 or +5 volt levels on the JTAG interface This emulator is powered 
from USB line. This means no power is drawn from the target system. The XDS510 USB is designed to be 


compatible with the existing Texas Instruments XDS510 emulator and operate with debuggers provided by 
Texas Instruments. 
Price Each 
Mfg. Part No. Description Stock No. 1-4+ 

In-Circuit Emulator / Programmer 

@ XDS510 USB JTAG EMULATOR XDS510 USB JTAG Emulator 45M6803 = 
PIM_178982 

C2000 SERIES XDS510LC JTAG EMULATOR SPECTRUM 


(C2000 Sonos xDSS101C Us 


I DAL 


INCORPORATED 


Includes: @ CD-ROM with drivers 
© C2000 Series XDS510LC JTAG Emulator @ Warranty registration card 
@ USB cable 


The C2000(TM) Series XDS510LC USB JTAG Emulator allows the user direct access between the host 
computer and the TMS320C2000 Platform DSC using the IEEE 1149.1 IEEE JTAG Interface. A JTAG emulation 
connection is required for debugging software, downloading code, and flash programming Texas Instruments 
JTAG DSCs. 


Price Each 
Mfg. Part No. Stock No. 1+ 
In-Circuit Emulator / Programmer 

C2000 XDS510LC USB EMULATOR 


PIM_178983 


78R2863 —_ 
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XDS510 USB PLUS JTAG EMULATOR SPECTRUM 


ITAL 


INCORPORATED 


RoHS _ 
Compliant 
Available 


XDS510USB PLUS 


Features © Supports +1.8 to +5 volt JTAG interfaces 

@ Advanced emulation controller provides high @ Replaceable cables 
performance © Reset switch 

© Compatible with USB 1. x and USB 2.0 (high @ Programmable TCK frequency up to 32MHz 
speed) © Compatible with Windows 2000, and Windows XP 


© Power provided by host USB port or USB hub 
© Supports USB interface with host PC, no adapter 
card required 

The XDS510USB PLUS JTAG EMULATOR is designed to be used with digital signal processors (DSPs) and 
microcontrollers designed by Texas Instruments. This emulator allows the user high speed direct access between 
the host computer and the DSP using the IEEE 1149.1 IEEE JTAG interface. A JTAG emulation connection is 
required for debugging software, downloading code and flash programming Texas Instruments JTAG DSPs and 
TMS470 devices. it supports adaptive clocking and low voltage JTAG I/O (down to +1.8V). It is supported by 
code composer studio for development requirements and supported by the standalone SDFlash utility. 


operating systems 
® One status LED for operational status 


Price Each 
Mfg. Part No. Stock No. 1-4+ 
In-Circuit Emulator / Programmer 
@ XDS510USB PLUS JTAG EMULATOR 78R2865 a 
PIM_178984 
XDS100v2 USB JTAG EMULATOR SPECTRUM 


[DAL 


INCORPORATED 


RoHS _ 
Compliant 
Available 


Features © Supports UniFlash programming utility from Texas 
© Supports embedded trace buffer (ETB) on selected Instruments 
TI devices © Supports cable break detection 


@ USB bus powered 

© Support for USB high speed (480Mbit/s) 

© Compatible with +1.8V or +3.3V JTAG interfaces 
© Supports targets with 14 pin JTAG header 

The XDS100V2 JTAG is a USB JTAG emulator. This emulator supports F28xx, C674x, C64x+ , ARM9 , C54xx 
, C55xx and Cortex series Texas Instruments processors and microcontrollers with JTAG interface. It allows the 
user direct access between the host computer and the DSP through a 14 pin JTAG header and it is compatible 
with code composer studio (CCS) V4 IDE from Texas Instruments. The XDS100V2 is available as discrete 
emulators or can be embedded on a development card. The XDS100 emulator provides JTAG access to Texas 
Instruments’ JTAG based devices. 


© Adaptive clocking 
@ LED light to indicate active USB connection 
© Supports target power loss detection 


Price Each 
Mfg. Part No. Stock No. 1-9+ 
In-Circuit Emulator / Programmer 
@ XDS100V2 JTAG 78R2896 = 


PIM_178981 


DIGITAL SIGNAL CONTROLLERS 


KX MICROCHIP 


© Core: 16-Bit dsPIC33E CPU @ SPI, 12C, CAN module, SENT RoHS 
@ Advanced analog features module, UART Geptinpian 
© Nine General Purpose Timer © GPIO registers Available 


@ Direct Memory Access (DMA) © 6 PWM outputs 


Supply Price Each 
Mfg. Part No. Case Style- 0's Voltage Stock No. 1-24+ 
CAN, I2C, SPI, UART 
@ DSPIC33EV32GM104-I/PT TQFP-44 35 4.5 V-5.5V 46Y7753 3.54 
@ DSPIC33EV32GM106-I/PT TQFP-64 53 4.5 V-5.5 V 46Y7759 4.47 


PIM_5575923 
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® 

PARALLEL EEPROM ICs coat At mM el 
Available 

@ Page buffer for page writes 

© Software data protection 

Key Parameters 

© 64-Kbit to 4-Mbit 

@ 2.7V and 5V versions 

@ PDIP, PLCC, SOIC and TSOP packages 


Summary Benefit: 

@ Byte-alterable memory 

@ High-endurance and high-reliability 

© Parallel access 

Applications 

@ Direct code execution and high-reliability data 


storage applications such as telecommunications, | MPN Suffix 
avionics, military, etc. @ T-Tray 
Technologies @ U-Tube 


Parallel EEPROMs enables stored data to be updated byte-by-byte or by full sector, providing design flexibility. 
The parallel interface devices offer high-programming endurance and data retention, as well as faster read times 
than serial Interface protocols. Atmel provides a complete selectioof densities (64-Kbit to 4-Mbit), operating 
voltages, and device packages. 
AT28C256 - Paged Parallel EEPROM 256K (32K x 8) 

AT28HC256 - High-Speed Parallel EEPROM 256K (32K x 8) 

AT28C64B - Parallel EEPROM 64K (8K x 8) with Page Write and Software Data Protection 
AT28HC64B - High-Speed ParallelEEPROM 64K (8K x 8) with Page Write and Software Data Protection 


AT28HC64BF - High Speed Parallel EEPROM 64K (8K x 8) with Page Write and Software Data Protection 
AT28C010 - Paged Parallel EEPROM 1M (128K x 8) 
Memory Supply Price Each 
Mfg. Part No. Packaging Size Frequency | Voltage | Stock No. 1-24+ 
Parallel, 128K x 8bit 
@ AT28LV010-20JU LCC-32 {Mbit 5MHz 3V-3.6V 6874432 52.17 
@ AT28C010-12JU LCC-32 {Mbit 5MHz 4.5V-5.5V | 6874304 53.96 
@ AT28C010-15JU LCC-32 {Mbit 5MHz 4.5V-5.5V | 6874311 53.96 
@ AT28C010E-12JU LCC-32 {Mbit 5MHz 4.5V-5.5V | 6874326 By) 25) 
@ AT28LV010-20TU TSOP-32 {Mbit 5MHz 3V-3.6V 6874433 51.86 
@ AT28C010-12TU TSOP-32 {Mbit 5MHz 4.5V-5.5V | 6874306 55.50 
@ AT28C010E-12TU TSOP-32 {Mbit 5MHz 4.5V-5.5V | 6874328 53.41 
Parallel, 32K x 8bit 
@ AT28C256-15PU DIP-28 256Kbi 5MHz 4.5V-5.5V | 6874339 11.85 
@ AT28C256-15JU LCC-32 256Kbi 5MHz 4.5V-5.5V | 6814337 10.97 
@ AT28C256E-15JU LCC-32 256Kbi 5MHz 4.5V-5.5V | 6874353 11.72 
@ AT28C256F-15JU LCC-32 256Kbi 5MHz 4.5V-5.5V | 6874368 12.72 
@ AT28HC256-12JU LCC-32 256Kbi 5MHz 4.5V-5.5V | 6874379 12.16 
@ AT28HC256-90JU LCC-32 256Kbi 5MHz 4.5V-5.5V | 6874389 = 
@ AT28HC256E-90JU LCC-32 256Kbi 5MHz 4.5V-5.5V | 6874406 12.33 
@ AT28HC256-70JU LCC-32 256Kbi 5MHz 4.5V-5.5V | 6874384 13.86 
@ AT28HC256-90SU SOIC-28 256Kbi 5MHz 4.5V-5.5V | 6874391 14.38 
@ AT28BV256-20TU TSOP-28 | 256Kbi 5MHz 2.7V-3.6V | 6814297 _— 
@ AT28C256E-15TU TSOP-28 | 256Kbi 5MHz 4.5V-5.5V | 6874356 = 
@ AT28C256F-15TU TSOP-28 | 256Kbi 5MHz 4.5V-5.5V | 6874371 = 
@ AT28HC256-12TU TSOP-28 | 256Kbi 5MHz 4.5V-5.5V | 6874382 = 
@ AT28BV256-20SU WSOIC-28 | 256Kbi 5MHz 2.7V-3.6V | 6874296 12.09 
@ AT28C256-15SU WSOIC-28 | 256Kbi 5MHz 4.5V-5.5V | 6874340 11.51 
@ AT28HC256-12SU WSOIC-28 | 256Kbi 5MHz 4.5V-5.5V | 6874381 (ABY/ 
@ AT28HC256-70SU WSOIC-28 | 256Kbi 5MHz 4.5V-5.5V | 6874385 14.52 
@ AT28HC256F-90SU | WSOIC-28 | 256Kbi 5MHz 4.5V-5.5V | 6874419 ees 
Parallel, 8K x 8bit 
@ AT28C64B-15PU DIP-28 64Kbi 5MHz 4.5V-5.5V | 6874374 5.61 
@ AT28BV64B-20JU LCC-32 64Kbi 5MHz 2.7V-3.6V | 6874298 5.17 
@ AT28C64B-15JU LCC-32 64Kbi 5MHz 4.5V-5.5V | 6814373 5.21 
@ AT28HC64B-70JU LCC-32 64Kbi 5MHz 4.5V-5.5V | 6874424 6.69 
@ AT28HC64BF-12JU LCC-32 64Kbi 5MHz 4.5V-5.5V | 6874430 5.62 
@ AT28BV64B-20TU TSOP-28 64Kbi 5MHz 2.7V-3.6V | 6874300 = 
@ AT28HC64B-90TU TSOP-28 64Kbi 5MHz 4.5V-5.5V | 6874429 = 
@ AT28C64B-15TU TSOP-28 64Kbi 5MHz 4.5V-5.5V | 6814376 — 
@ AT28HC64B-12SU WSOIC-28 | 64Kbi 5MHz 4.5V-5.5V | 6874423 6.54 
@ AT28HC64B-70SU WSOIC-28 | 64Kbi 5MHz 4.5V-5.5V | 6874425 — 
@ AT28C64B-15SU WSOIC-28 | 64Kbi 5MHz 4.5V-5.5V | 6874375 5.58 
@ AT28HC64BF-12SU | WSOIC-32 | 64Kbi 5MHz 4.5V-5.5V | 6874431 6.42 
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ONE TIME PROGRAMMABLE (OTP) EPROM ICs (CONT.) 


- Standard packages — The devices are available in industry-standard JEDEC-approved OTP plastic PLCC, 
TSOP, and VSOP packages. 

- Two-line control — All devices feature two-line control (CE, OE) to give designers the flexibility to prevent 
bus contention. 

- Additional features — The AT27Cxxx and AT27LVxxx series both have additional features to ensure high 
quality and efficient product use, including Rapid Programming Algorithm and Integrated Product Identification 
Code. 

“AT27BV010: 1-Mb (128K x 8) Unregulated Battery-Voltage OTP EPROM 

AT27BV1024: 1-Mb (64K x 16) Unregulated Battery-Voltage High-Speed OTP EPROM 
AT27BV256: 256-K (32K x 8) Unregulated Battery-Voltage High-Speed OTP EPROM” 
“AT27C010: 1-Mb (128K x 8) OTP EPROM; AT27C020: 2-MB (256K x 8) OTP EPROM 
AT27C040: 4-Mb (512K x 8) OTP EPROM; AT27C080: 8-Mb (1Mb x 8) OTP EPROM 
AT27C1024: 1-Mb (64K x 16) OTP EPROM; AT27C2048: 2-Mb (128K x 16) OTP EPROM 
AT27C256R: 256-K (32K x 8) OTP EPROM; AT27C4096: 4-Mb (256K x 16) OTP EPROM 
AT27C512R: 512-K (64K x 8) OTP EPROM” 


Memory | Access Supply Price Each 
Mfg. Part No. Packaging Size Time Voltage Stock No. 1-9+ 

@ AT27BV010-90JU LCC-32 ‘AMbi 90ns 2.7V-3.6V | 6814257 451 
@ AT27BV256-70JU LCC-32 256Kbit 70ns 2.7V-3.6V | 6874259 3.66 
@ AT27LV010A-70JU LCC-32 4Mbi 70ns 3V-3.6V 6874290 3.62 
@ AT27LV020A-12JU LCC-32 2Mbi 120ns 3V-3.6V 6874291 4.88 
@ AT27LV256A-90JU LCC-32 256Kbit 90ns 3V-3.6V 6874293 2.66 
@ AT27LV512A-90JU LCC-32 512Kbit 90ns 3V-3.6V 6874294 2.98 
@ AT270010-45JU LCC-32 4Mbi 45ns 4.5V-5.5V | 6874260 3.36 
@ AT27C1024-45JU LCC-44 1Mbi 45ns 4.5V-5.5V | 6814273 4.21 
@ AT27C1024-45PU DIP-40 1Mbi 45ns 4.5V-5.5V | 6874274 4.35 
@ AT27C010-70JU LCC-32 1Mbi 70ns 4.5V-5.5V | 6874261 3.52 
@ AT27C010-70PU DIP-32 1Mbi 70ns 4.5V-5.5V | 68174262 471 
@ AT27C1024-70JU LCC-44 1Mbi 70ns 4.5V-5.5V | 6874275 4.13 
@ AT27C1024-70PU DIP-40 1Mbi 70ns 4.5V-5.5V | 6874276 4.26 
@ AT27C020-55JU LCC-32 2Mbi 56ns 4.5V-5.5V | 6874263 4.20 
@ AT27C020-55PU DIP-32 2Mbit 55ns 4.5V-5.5V | 6814264 S27 
@ AT27C2048-55JU LCC-44 2Mbi 56ns 4.5V-5.5V | 6814277 5.85 
@ AT27C020-90JU LCC-32 2Mbii 90ns 4.5V-5.5V | 6874265 4.09 
@ AT27C020-90PU DIP-32 2Mbi 90ns 4.5V-5.5V | 6874266 5.56 
@ AT27C2048-90JU LCC-44 2Mbii 90ns 4.5V-5.5V | 6874278 5.74 
@ AT27C4096-55JU LCC-44 4Mbi 55ns 4.5V-5.5V | 6874283 8.83 
@ AT27C040-70JU LCC-32 4Mbi 70ns 4.5V-5.5V | 6874267 8.09 
@ AT27C040-70PU DIP-32 4Mbii 70ns 4.5V-5.5V | 6874268 11.81 
@ AT27C040-90JU LCC-32 4Mbii 90ns 4.5V-5.5V | 6874269 7.88 
@ AT27C040-90PU DIP-32 4Mbii 90ns 4.5V-5.5V | 6814270 11.77 
@ AT27C4096-90JU LCC-44 4Mbii 90ns 4.5V-5.5V | 6874284 a 

@ AT27C4096-90PU DIP-40 4Mbii 90ns 4.5V-5.5V | 6874285 8.96 
@ AT27C080-90PU DIP-32 8Mbi 90ns 4.5V-5.5V | 6814272 14.24 
@ AT27C256R-45JU LCC-32 256Kbit 45ns 4.5V-5.5V | 6874279 2.48 
@ AT27C256R-45PU DIP-28 256Kbit 45ns 4.5V-5.5V | 6874280 2.83 
@ AT27C256R-70JU LCC-32 256Kbit 70ns 4.5V-5.5V | 6874281 2.44 
@ AT27C256R-70PU DIP-28 256Kbit 70ns 4.5V-5.5V | 6874282 2.73 
@ AT27C512R-45JU LCC-32 512Kbit 45ns 4.5V-5.5V | 6874286 2 
@ AT27C512R-45PU DIP-28 512Kbit 45ns 4.5V-5.5V | 6814287 3.11 
@ AT27C512R-70JU LCC-32 512Kbit 70ns 4.5V-5.5V | 6874288 2.85 
@ AT27C512R-70PU DIP-28 512Kbit 70ns 4.5V-5.5V | 6874289 3.06 
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12¢™ COMPATIBLE SERIAL EEPROMS epee 


KX MICROCHIP 


a 128 Kbit I2C device in the 2x3 DFN, WLCSP as 
well as 64 Kbit I2C device in the SOT-23. 

@ Ensure highest quality by testing all devices 3 
times before shipping. 

© Die and wafer support available. 

@ Industry's shortest lead times, excellent delivery 

@ Excellent Engineering, Customer and tools 
support. 


Advantages 

® Standby current less than 1 uAmp and industry's 
lowest operating current. (low power) 

@ Erase / Write endurance levels exceeding 1 million 
cycles and over 200 years Data retention. 

@ Low-voltage / high-frequency support with 400 KHz 
12C devices at 1.7 volts. 

@ Small package leader with the 2K I2C device in the 
5-lead SC70, 3-lead SOT-23 on the new UNI/ bus, 


Microchip's Serial EEPROM products are compatible with four serial bus types and support densities that range 
from 128 bits up to 1 Mbits. These bus types include the standard two wire |2C, three-wire Microwire, four wire 
SPI and the new single I/O, UNI/O® bus. 
As Microchip's EEPROMs are compatible with the de facto industry standards, they can be used as drop-in 


© One-time programmable for excellent firmware and 
data protection 

@ Parallel access 

Applications 


@ High-speed 

@ Rapid programming algorithm 
Key Parameters 

© 256-Kbit to 8-Mbit 


replacements for competitor devices in most cases. By supportin 


volts up to 5.5 volts and a wide temperature range 


tom -40°C to 125°C almost al 


g a wide operating voltage range from 1.7 


applications are supported. 


Microchip has been at the forefront of Serial EEPROM innovation - Along with ensuring highest quality products, 


today we offer a new family of single I/O UNI/(O® 


EEPROM devices, the lowes’ 


voltage EEPROMs at 1.5V, 


@ As fast as 45ns 
@ 2.7V and 5V versions 
@ PDIP, PLCC, SOIC, and TSOP packages 


@ Direct code execution applications such as 
networking, instrumentation, telecommunications, 
industrial control, automotive, etc. 

Technologies 

One-Time Programmable Memory. Atmel offers 5V, 3V and Battery-Voltage™ (2.7V) EPROMs for a variety 

of applications. Atmel has one of the broadest range of one-time programmable (OTP) EPROMs, with densities 

ranging from 256-Kbits to 8-Mbits, speeds as fast as 45ns, and package options that including PDIP, PLCC, 

SOIC, TSOP, and TSSOP. 

Key Features: 

- Lower power — The Atmel innovative design techniques provide fast speeds that rival 5V devices while 
retaining the low power consumption of a 3V power supply. 


> CONTINUED > 
1.800.463.9275 © newark.com 


the fastest bus speed on the SPI at 20 MHz and provide the industry's lowest operating current which ensures 


lower power consumption. Microchip also recently launched a family of MAC address chips each of which are 
pre-programmed with unique EUI-48™ and EUI-64™ node addresses. 
Memory Supply Price Each 
Mfg. Part No. Packaging Size Frequency Voltage Stock No. 1-24+ 
12C 
@ 24LC025-I/SN SOIC-8 2Kbit 400kHz 2.5V-5.5V 92C7099 0.33 
@ 24C00/SN SOIC-8 128bit 400kHz 4.5V-5.5V 96K4059 0.27 
> CONTINUED > 
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12C™ COMPATIBLE SERIAL EEPROMS (CONT.) 12C™ COMPATIBLE SERIAL EEPROMS (CONT.) 
Memory Supply [Price Each_ Memory Supply | Price Each 

Mfg. Part No. Packaging Size Frequency | Voltage | Stock No. 1-24+ Mfg. Part No. Packaging Size Frequency | Voltage | Stock No. 1-24+ 
12 12C, 256K x 8bit 
@ 24LCOOT/OT SOT-23-5 | 128bi 400kHz | 2.5V-5.5V | 1201987 0.27 @ 24AA02-/MS MSOP-8 2Kbi 400kHz | 1.7V-5.5V | 27¢9107 5 
@ 24C00T-/OT SOT-23-5 | 128bi 400kHz | 4.5V-5.5V | 92C6937 0.25 @ 24L.CO2BT-/LT SC-70-5 2Kbi 400kHz | 2.5V-5.5V | 98M5258 0.32 
I2C, 128K x 8bit @ 24AA02/SN SOIC-8 2Kbi 400kHz | 1.7V-5.5V | 89C9793 0.28 
@ 24AA01-I/P DIP-8 1Kbi 400kHz | 1.7V-5.5V | 96K4054 0.34 @ 24AA02-I/SN SOIC-8 2Kbi 400kHz | 1.7V-5.5V | 92C6803 0.32 
@ 24FC1025-I/P DIP-8 ‘Mbi (MHz 1.8V-5.5V | 56K7664 = @ 24L.CO2B/SN SOIC-8 2Kbi 400kHz | 2.5V-5.5V | 33C2968 = 
@ 24AA1025-I/P DIP-8 {Mbi 400kHz | 1.7V-5.5V | 56K7661 4.32 @ 24L.CO24/SN SOIC-8 2Kbi 400kHz | 2.5V-5.5V | 92C7092 0.34 
@ 241.01025-l/P DIP-8 {Mbi 400kHz | 2.5V-5.5V | 31K5810 = @ 24L.CS22A-I/SN SOIC-8 2Kbi 400kHz | 2.5V-5.5V | 9207029 ae 
@ 24L.C1025-E/P DIP-8 1Mbi 400kHz | 2.5V-5.5V | 69K0716 4.71 @ 24LC02BT-I/SN SOIC-8 2Kbi 400kHz | 2.5V-5.5V | 75M3687 0.30 
@ 24FC1025-I/SM SON-8 ‘1 Mbi {MHz 1.8V-5.5V | 56K7665 ae @ 24L.C024-I/SN SOIC-8 2Kbi 400kHz | 2.5V-5.5V | 9207088 0.34 
@ 24L.C1025-l/SM SOlJ-8 {Mbi 400kHz | 2.5V-5.5V | 31K5811 3.92 @ 24L.C22A-l/SN SOIC-8 2Kbi 400kHz | 2.5V-5.5V | 9207167 0.49 
@ 24L.C1025-E/SM SOlJ-8 ‘1 Mbi 400kHz | 2.5V-5.5V | 69K0717 3.98 @ 24L.C02B-l/SNG SOIC-8 2Kbil 400kHz | 2.5V-5.5V | 30H1482 0.29 
@ 24AA01-l/ST TSSOP-8 1Kbil 400kHz | 1.7V-5.5V | 9206794 0.32 @ 24L.CS52-l/SN SOIC-8 2Kbi 400kHz | 2.5V-5.5V | 9207032 0.42 
I2C, 128 x 8bit @ 24L.C02B-E/SN SOIC-8 2Kbi 400kHz | 2.5V-5.5V | 92C7078 0.36 
@ 24LC01B-I/P DIP-8 1Kbi 400kHz | 2.5V-5.5V | 121988 0.35 @ 24C02C/SN SOIC-8 2Kbi 400kHz | 4.5V-5.5V | 96K4065 0.35 
@ 24LC21/P DIP-8 1Kbi 400kHz | 2.5V-5.5V | 9207157 0.60 @ 24C02C-I/SN SOIC-8 2Kbi 400kHz | 4.5V-5.5V | 96K4063 0.35 
@ 24C01C/P DIP-8 1Kbi 400kHz | 4.5V-5.5V | 96K4060 @ 24VLO24T/MNY TDFN-8 2Kbi 400kHz | 1.5V-3.6V | 98M5372 0.63 
@ 24C01C-I/P DIP-8 1Kbi 400kHz 4.5V-5.5V | 92C6948 @ 24LC024H-I/ST TSSOP-8 2Kbil 4MHz 2.5V-5.5V | 77M3584 0.38 
@ 24L.C014H-I/MS MSOP-8 1Kbi (MHz 2.5V-5.5V | 77M3555 0.38 @ 24AA024H-I/ST TSSOP-8 2Kbi 400kHz | 1.7V-5.5V | 77M3514 0.42 
@ 24AA014H-I/MS MSOP-8 1Kbi 400kHz | 1.7V-5.5V | 77M3502 0.42 @ 24L.C02B-I/ST TSSOP-8 2Kbi 400kHz | 2.5V-5.5V | 62K0575 0.34 
@ 24AA01-I/MS MSOP-8 1Kbi 400kHz | 1.7V-5.5V | 92C6791 0.32 @ 24L.C025-I/ST TSSOP-8 2Kbi 400kHz | 2.5V-5.5V | 9207100 = 
@ 24LC01B-I/MS MSOP-8 1Kbi 400kHz | 2.5V-5.5V | 96K4069 0.32 I2C, 2 BLK (128K x 8bit) 
@ 24LCO1BT-I/LT SC-70-5 1Kbi 400kHz | 2.5V-5.5V | 98M5223 0.29 @ 24AA025E48-I/SN SOIC-8 2Kbi 400kHz | 1.7V-5.5V | 73R8707 0.38 
@ 24LC014H-I/SN SOIC-8 1Kbi (MHz 2.5V-5.5V | 77M3557 0.34 @ 24AA02E48T-/OT SOT-23-5 2Kbi 400kHz | 1.7V-5.5V | 45P4895 0.30 
@ 24VLO14H/SN SOIC-8 1Kbi 400kHz | 1.5V-3.6V | 98M5348 0.58 @ 24AA025E48T-V0T | SOT-23-6 2Kbi 400kHz | 1.7V-5.5V | 74R6951 0.36 
@ 24AA014-I/SN SOIC-8 1Kbi 400kHz | 1.7V-5.5V | 72C4378 0.34 I2C, 2 BLK (256K x 8bit) 
@ 24AA01-I/SN SOIC-8 1Kbi 400kHz | 1.7V-5.5V | 92C6793 es @ 24L.C04B-I/P DIP-8 4Kbi 400kHz | 2.5V-5.5V | 62K0576 0.40 
@ 24AA014H-I/SN SOIC-8 1Kbi 400kHz | 1.7V-5.5V | 77M3504 0.34 @ 24LCO4B/P DIP-8 4Kbi 400kHz | 2.5V-5.5V | 69K7668 0.37 
@ 24LC21A/SN SOIC-8 1Kbi 400kHz | 2.5V-5.5V | 89C9809 0.48 @ 24L.CO4B-I/MS MSOP-8 4Kbi 400kHz | 2.5V-5.5V | 96K4070 0.36 
@ 24L.C01B-I/SN SOIC-8 1Kbi 400kHz | 2.5V-5.5V | 12C1989 0.28 @ 24L.CO4B-I/SN SOIC-8 4Kbi 400kHz | 2.5V-5.5V | 65K1125 0.33 
@ 24LCO1B/SN SOIC-8 1Kbi 400kHz | 2.5V-5.5V | 12C1992 0.28 @ 24LCO4B/SN SOIC-8 4Kbi 400kHz | 2.5V-5.5V | 96K4071 0.33 
@ 24LCO1BT-I/SN SOIC-8 1Kbi 400kHz | 2.5V-5.5V | 75M3686 0.31 @ 24LCO4BT-I/SN SOIC-8 4Kbi 400kHz | 2.5V-5.5V | 92C7116 0.33 
@ 24LCO1BT/SN SOIC-8 1Kbi 400kHz | 2.5V-5.5V | 1201995 0.28 @ 24AA04T-IOT SOT-23-5 |  4Kbi 400kHz | 1.7V-5.5V | 92C6820 = 
@ 24LC21/SN SOIC-8 1Kbi 400kHz | 2.5V-5.5V | 9207159 0.51 @ 24L.CO4BT-/OT SOT-23-5 | 4Kbi 400kHz | 2.5V-5.5V | 89C9802 0.30 
@ 24LC21A-l/SN SOIC-8 1Kbi 400kHz | 2.5V-5.5V | 9207161 0.49 @ 24L.C04B-I/ST TSSOP-8 4Kbi 400kHz | 2.5V-5.5V | 65K1126 0.36 
@ 24LCS21A-I/SN SOIC-8 1Kbi 400kHz | 2.5V-5.5V | 9207022 0.49 I2C, 32K x 8bit 
@ 24C01C/SN SOIC-8 1Kbi 400kHz | 4.5V-5.5V | 96K4061 0.34 @ 24AA256-I/P DIP-8 256Kbi 400kHz | 1.7V-5.5V | 9206872 4.20 
@ 24C01C-I/SN SOIC-8 1Kbi 400kHz | 4.5V-5.5V | 92C6949 = @ 2410256-I/P DIP-8 256Kbi 400kHz | 2.5V-5.5V | 54K2864 1.16 
@ 24LCO1BT-/OT SOT-23-5 1Kbi 400kHz | 2.5V-5.5V | 121993 0.25 @ 24L.C256-E/P DIP-8 256Kbi 400kHz | 2.5V-5.5V | 92C7169 1.19 
@ 24VLO14T/MNY TDFN-8 1Kbi 400kHz | 1.5V-3.6V | 98M5354 0.57 @ 24FC256-I/MS MSOP-8 | 256Kbi 1MHz 1.7V-5.5V | 92C7003 = 
@ 24LC01B-I/ST TSSOP-8 1Kbi 400kHz | 2.5V-5.5V | 121990 0.32 @ 24AA256-I/MS MSOP-8 | 256Kbi 400kHz | 1.7V-5.5V | 92C6871 114 
I2C, 16K x 8bit @ 241.C256-I/MS msop-8 | 256Kbi 400kHz | 2.5V-5.5V | 54K2863 1.08 
@ 24AA128T-I/CS15K CSP-8 128Kbit | 400kHz | 1.7V-5.5V | 06R2346 = @ 24L.C256T-I/MS msop-8 | 256Kbi 400kHz | 2.5V-5.5V | 9207178 1.08 
@ 241.0128-I/MF DFN-8 128Kbit | 400kHz | 2.5V-5.5V | 96K4074 1.03 @ 24AA256-I/SN SOIC-8 | 256Kbi 400kHz | 1.7V-5.5V | 92C6874 1.10 
@ 24AA00-/P DIP-8 128bit 400kHz | 1.8V-5.5V | 68K7385 0.37 @ 24L.C256-I/SN SOIC-8 | 256Kbi 400kHz | 2.5V-5.5V | 2769144 == 
@ 24LC00-I/P DIP-8 128bit 400kHz | 2.5V-5.5V | 1201983 0.35 @ 24L.C256T-I/SN SOIC-8 | 256Kbi 400kHz | 2.5V-5.5V | 2709147 1.04 
@ 24LCOO/P DIP-8 128bit 400kHz | 2.5V-5.5V | 96K4068 0.38 @ 24L.C256-E/SN SOIC-8 | 256Kbi 400kHz | 2.5V-5.5V | 9207174 m2 
© 24C00/P DIP-8 128bit 400kHz | 4.5V-5.5V | 96K4058 0.36 @ 24FC256-/SM SOW-8 256Kbi 1MHz 1.7V-5.5V | 9207005 = 
@ 24FC128-I/P DIP-8 128Kbi 1MHz 1.7V-5.5V | 92C6993 = @ 24AA256-/SM SOW-8 256K bi 400kHz | 1.7V-5.5V | 92C6873 4.07 
@ 24AA128-I/P DIP-8 128Kbi 400kHz | 1.7V-5.5V | 9206840 0.84 @ 24L.C256T-l/SM SOW-8 256Kbi 400kHz | 2.5V-5.5V | 1202015 4.07 
@ 2410128-1/P DIP-8 128Kbi 400kHz | 2.5V-5.5V | 1202007 = @ 24L.C256-/SM SOl-8 256Kbi 400kHz | 2.5V-5.5V | 33C2973 1.07 
@ 24FC128-/MS MSOP-8 | 128Kbi 1MHz 1.7V-5.5V | 926992 0.76 @ 24L.C256-E/SM SOl-8 256Kbi 400kHz | 2.5V-5.5V | 9207170 1.14 
@ 24AA128-I/MS MSOP-8 | 128Kbi 400kHz | 1.7V-5.5V | 92C6839 0.80 @ 24LC256-l/SMG SOW-8 256Kbi 400kHz | 2.5V-5.5V | 68H9700 1.21 
@ 24AA00-I/SN SOIC-8 128bit 400kHz | 1.8V-5.5V | 92C6779 0.28 @ 24FC256-/ST TSSOP-8 | 256Kbi 1MHz 1.7V-5.5V | 4002577 1.08 
@ 24L.C00-I/SN SOIC-8 128bit 400kHz | 2.5V-5.5V | 92C7063 0.28 @ 24AA256-I/ST TSSOP-8 | 256Kbi 400kHz | 1.7V-5.5V | 92C6875 1.08 
@ 24C00-I/SN SOIC-8 128bit 400kHz | 4.5V-5.5V | 92C6931 0.28 @ 24L.C256-I/ST TSSOP-8 | 256Kbi 400kHz | 2.5V-5.5V | 2709145 = 
@ 24FC128-I/SN SOIC-8 128Kbi {MHz 1.7V-5.5V | 9206996 ae @ 241.C256-E/ST TSSOP-8 | 256Kbi 400kHz | 2.5V-5.5V | 68H9699 4.15 
@ 24AA128-I/SN SOIC-8 128Kbi 400kHz | 1.7V-5.5V | 92C6842 0.72 I2C, 4 BLK (256K x 8bit) 
@ 24L.C128-I/SN SOIC-8 128Kbi 400kHz | 2.5V-5.5V | 122008 0.81 @ 24LCOBB/P DIP-8 8Kbit 400kHz | 2.5V-5.5V | 96K4073 0.43 
@ 24LC128-I/SNG SOIC-8 128Kbi 400kHz | 2.5V-5.5V | 30H1511 0.73 @ 24LCOB8BT-I/SN SOIC-8 8Kbit 400kHz | 2.5V-5.5V | 9207127 0.36 
@ 24LC128-I/SM SOW-8 128Kbi 400kHz | 2.5V-5.5V | 9207134 0.78 @ 24AA08T-I/OT SOT-23-5 8Kbit 400kHz | 1.7V-5.5V | 92C6833 = 
@ 24L.COOT-/0T SOT-23-5 | 128bit 400kHz | 2.5V-5.5V | 73J4821 0.24 @ 24L.CO8B-I/ST TSSOP-8 8Kbit 400kHz | 2.5V-5.5V | 69K7669 0.38 
@ 24FC128-/ST TSSOP-8 | 128Kbi (MHz 1.7V-5.5V | 92C6997 = I2C, 4K x 8bit 
@ 24A128-/ST TSSOP-8 | 128Kbi 400kHz | 1.7V-5.5V | 926843 0.76 @ 24AA32AT-/MC DFN-8 32Kbi 400kHz | 1.7V-5.5V | 31K5808 0.55 
@ 24LC128-I/ST TSSOP-8 | 128Kbi 400kHz | 2.5V-5.5V | 62K0578 = @ 24L.C32AT-l/MC DFN-8 32Kbi 400kHz | 2.5V-5.5V | 01P1785 0.57 
@ 241.C128-E/ST TSSOP-8 | 128Kbi 400kHz | 2.5V-5.5V | 30H1508 0.83 @ 24AA32A-I/P DIP-8 32Kbi 400kHz | 1.7V-5.5V | 92C6885 0.55 
I2C, 256K x 8bit @ 24LC32A/P DIP-8 32Kbi 400kHz | 2.5V-5.5V | 75K1884 0.53 
@ 24L.C02BT-/MC DFN-8 2Kbit 400kHz | 2.5V-5.5V | 7243393 0.40 @ 24LC32AF-I/P DIP-8 32Kbi 400kHz | 2.5V-5.5V | 08P0095 0.58 
@ 24L.C02B-I/P DIP-8 2Kbit 400kHz | 2.5V-5.5V | 121996 0.38 @ 24AA32A-I/MS MSOP-8 32Kbi 400kHz | 1.7V-5.5V | 402562 0.51 
@ 24LC02B/P DIP-8 2Kbit 400kHz | 2.5V-5.5V | 75K1883 ~ @ 24L.C32A-I/MS MSOP-8 32Kbi 400kHz | 2.5V-5.5V | 69K7672 0.47 
@ 24C02C-I/P DIP-8 2Kbit 400kHz | 4.5V-5.5V | 96K4062 0.43 @ 24AA32A-I/SN SOIC-8 32Kbi 400kHz | 1.7V-5.5V | 83C5815 SS 
@ 24L.C024H-I/MS MSOP-8 2Kbit (MHz 2.5V-5.5V | 77M3581 0.38 @ 24AA32AF-I/SN SOIC-8 32Kbi 400kHz | 1.7V-5.5V | 08P0039 0.51 

> CONTINUED > > CONTINUED > 
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Memory Supply Price Each 

Mfg. Part No. Packaging Size Frequency Voltage Stock No. 1-24+ 
12C, 4K x 8bit 
@ 24LC32A/SN SOIC-8 32Kbit 400kHz 2.5V-5.5V | 3302976 0.45 
@ 24LC32AT-I/SN SOIC-8 32Kbit 400kHz 2.5V-5.5V | 92C7191 0.45 
@ 24LC32AF-I/SN SOIC-8 32Kbit 400kHz 2.5V-5.5V | 08P0097 0.47 
@ 24LC32A-I/SM SOlJ-8 32Kbit 400kHz 2.5V-5.5V | 9207182 0.48 
@ 24AA32AT-I/0T SOT-23-5 32Kbit 400kHz 1.7V-5.5V | 84R4149 0.44 
@ 24LC32AT-VOT SOT-23-5 32Kbit 400kHz 2.5V-5.5V | 08P0113 0.44 
@ 24AA32A-I/ST TSSOP-8 32Kbit 400kHz 1.7V-5.5V | 4002563 0.49 
@ 24LC32A-I/ST TSSOP-8 32Kbit 400kHz 2.5V-5.5V | 96K4079 0.54 
12C, 64K x 8bit 
@ 24FC512-/MF DFN-8 512Kbi {MHz 1.7V-5.5V | 9207011 2.05 
@ 24AA512-/MF DFN-8 512Kbi 400kHz 1.7V-5.5V | 9206898 2.05 
@ 24FC512-I/P DIP-8 512Kbi 4MHz 1.7V-5.5V | 54K2862 1.91 
@ 24FC515-I/P DIP-8 512Kbi 4MHz 2.5V-5.5V | 69K7666 3.84 
@ 24AA512-\/P DIP-8 512Kbi 400kHz 1.7V-5.5V | 9206899 1.96 
@ 24LC515-1/P DIP-8 512Kbi 400kHz 2.5V-5.5V | 92C7213 3.78 
@ 24LC512-1/P DIP-8 512Kbi 400kHz 2.5V-5.5V | 62K0581 4.91 
@ 24LC512-E/P DIP-8 512Kbi 400kHz 2.5V-5.5V | 92C7201 1.93 
@ 24LC512-I/SN SOIC-8 512Kbi 400kHz 2.5V-5.5V | 08R2186 = 
@ 24FC515-/SM SOlJ-8 512Kbi 4MHz 2.5V-5.5V | 92C7019 ely 
@ 24LC512-I/SM SOlJ-8 512Kbi 400kHz 2.5V-5.5V | 62K0582 1.86 
@ 24LC512T-I/SM SOlJ-8 512Kbi 400kHz 2.5V-5.5V | 92C7211 1.86 
@ 24LC512-E/SM SOlJ-8 512Kbi 400kHz 2.5V-5.5V | 9207202 1.95 
@ 24L0512-I/SMG SOlJ-8 512Kbi 400kHz 2.5V-5.5V | 30H1539 1.99 
@ 24AA512-/ST TSSOP-8 512Kbi 400kHz 1.7V-5.5V | 08R2173 1.71 
@ 24L.C512-1/ST TSSOP-8 512Kbi 400kHz 2.5V-5.5V | 08R2187 1.77 
12C, 8 BLK (256K x 8bit) 
@ 24LC16BT-I/MC DFN-8 16Kbi 400kHz 2.5V-5.5V | 84R4153 0.48 
@ 24LC16B-I/P DIP-8 16Kbi 400kHz 2.5V-5.5V | 62K0579 0.44 
@ 24LC16B/P DIP-8 16Kbi 400kHz 2.5V-5.5V | 69K7671 0.44 
@ 24LC16BH-I/P DIP-8 16Kbi 400kHz 2.5V-5.5V | 98M5322 0.44 
@ 24LC16B-I/MS MSOP-8 16Kbi 400kHz 2.5V-5.5V | 96K4075 0.42 


@ 24AA16-I/SN SOIC-8 16Kbi 400kHz 1.7V-5.5V | 96K4056 0.38 
@ 24LC16B/SN SOIC-8 16Kbi 400kHz 2.5V-5.5V | 12C2012 = 
@ 24LC16B-I/SN SOIC-8 16Kbi 400kHz 2.5V-5.5V | 69K7670 0.38 
@ 24LC16BT-I/SN SOIC-8 16Kbi 400kHz 2.5V-5.5V | 12€2013 0.38 
@ 24LC16B-E/SN SOIC-8 16Kbi 400kHz 2.5V-5.5V | 9207144 = 
@ 24LC16B-I/SNG SOIC-8 16Kbi 400kHz 2.5V-5.5V | 03H7541 0.45 
@ 24AA16T-I/0T SOT-23-5 16Kbi 400kHz 1.7V-5.5V | 92C6865 0.35 
@ 24LC16BT-I/OT SOT-23-5 16Kbi 400kHz 2.5V-5.5V | 62K0580 0.36 
@ 24LC16B-I/ST TSSOP-8 16Kbi 400kHz 2.5V-5.5V | 96K4076 0.42 
I2C, 8K x 8bit 

@ 24AA64T-I/MC DFN-8 64Kbi 400kHz 1.7V-5.5V | 31K5809 _ 
@ 24AA64-I/P DIP-8 64Kbi 400kHz 1.7V-5.5V | 9206909 0.60 
@ 24AAG4F-I/P DIP-8 64Kbi 400kHz 1.7V-5.5V | 08P0051 0.59 
@ 24LC64-I/P DIP-8 64Kbi 400kHz 2.5V-5.5V | 62K0584 = 
@ 24LC64F-I/P DIP-8 64Kbi 400kHz 2.5V-5.5V | 08P0124 0.60 
@ 24LC65-I/P DIP-8 64Kbi 400kHz 2.5V-6V 59K0361 2:32 
@ 24LC65/P DIP-8 64Kbi 400kHz 2.5V-6V 88K1357 23 
@ 24C65/P DIP-8 64Kbi 400kHz 4.5V-6V 89C9798 2.37 
@ 24AA64-I/MS MSOP-8 64Kbi 400kHz 1.7V-5.5V | 4002573 0.55 
@ 24LC64-I/SN SOIC-8 64Kbi 400kHz 2.5V-5.5V | 12C2020 0.56 
@ 24LC64-E/SN SOIC-8 64Kbi 400kHz 2.5V-5.5V | 92C7217 Ose 
@ 24LC64T-I/SN SOIC-8 64Kbi 400kHz 2.5V-5.5V | 12C2021 0.56 
@ 24LC64F-I/SN SOIC-8 64Kbi 400kHz 2.5V-5.5V | 08P0126 0.49 
@ 24AA64-I/SM SOlJ-8 64Kbi 400kHz 1.7V-5.5V | 9206910 0.51 
@ 24LC64-I/SM SOlJ-8 64Kbi 400kHz 2.5V-5.5V | 12€2019 0.51 
@ 24LC65-I/SM SOlJ-8 64Kbi 400kHz 2.5V-6V 8909816 2.18 
@ 24C65-I/SM SOlJ-8 64Kbi 400kHz 4.5V-6V 60K7101 ALAlTe 
@ 24C65/SM SOlJ-8 64Kbi 400kHz 4.5V-6V 96K4066 0.62 
@ 24AA64T-I/OT SOT-23-5 64Kbi 400kHz 1.7V-5.5V | 08P0062 0.47 
@ 24AA64FT-IOT SOT-23-5 64Kbi 400kHz 1.7V-5.5V | 84R4151 0.49 
@ 24LC64T-/0T SOT-23-5 64Kbi 400kHz 2.5V-5.5V | 08P0142 0.48 
@ 24AA64T-I/MNY TDFN-8 64Kbi 400kHz 1.7V-5.5V | 84R4152 OSn 
@ 24AA64-I/ST TSSOP-8 64Kbi 400kHz 1.7V-5.5V | 4002574 0.55 
@ 24LC64X-I/ST TSSOP-8 64Kbi 400kHz 2.5V-5.5V | 96K4081 0.55 
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Microchip Technology Inc. supports the Serial Peripheral Interface (SPI) compatible serial bus architecture with 
low-voltage serial Electrically Erasable PROMs (EEPROM) that range in density from 1 Kbits up to 1 Mbits. Byte- 
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SPI™ COMPATIBLE SERIAL EEPROMS (CONT.) 


level and page-level functions are supported, but the higher density 512 Kbit and 1 Mbit devices also feature 
Sector and Chip erase functions typically associated with Flash-based products. 
The bus signals required are a clock input (SCK) plus separate data in (SI) and data out (SO) lines. Access to 
the device is controlled through a Chip Select (CS) input. 


Product Identification System 


Device Density Temperature Packaging Package 
Range: Medium 
EEPROM 010A = 1 Kbit |= T= P = Plastic DIP 
Series - 25 020A = 2 Kbit -40°C to +85°C Tape and Reel SN = Plastic SOIC 
Voltage - 040A = 4 Kbit E= Blank = SM = Plastic SOIC 
AA= 080A = 8 Kbit -40°C to +125°C Std. Pkg. ST = Plastic TSSOP 
1.8V-5.5V 080B = 8 Kbit MS = Plastic 
160A = 16 Kbit Micro Small Outline 
160B = 16 Kbit (MSOP) 
320A = 32 Kbit MC = 2x3 mm DFN 
640A = 64 Kbit MF = 6x5 mm DFN 
128 = 128 Kbit OT = SOT-23 
256 = 256 Kbit 
512 = 512 Kbit 
1024 = 1024 Kbit 
(1Mbit) 
Memory Supply Price Each 
Mfg. Part No. Packaging Size Frequency | Voltage | Stock No. 1-24+ 
SPI, 128K x 8bit 
@ 25AA1024-l/MF DFN-8 1Mbi 20MHz 1.8V-5.5V | 89H3143 = 
@ 25AA1024-I/P DIP-8 4Mbi 20MHz 1.8V-5.5V | 89H3144 4.18 
@ 25LC1024-1/P DIP-8 4Mbi 20MHz 2.5V-5.5V | 89H3176 3.97 
@ 25LC1024-E/P DIP-8 4Mbi 20MHz 2.5V-5.5V | 89H3173 4.05 
@ 25AA1024-I/SM SOW-8 4Mbi 20MHz 1.8V-5.5V | 89H3146 3.98 
@ 25LC1024-I/SM SOlJ-8 4Mbi 20MHz 2.5V-5.5V | 89H3178 3.98 
@ 25LC1024-E/SM SOMJ-8 4Mbi 20MHz 2.5V-5.5V | 89H3174 4.36 
SPI, 128 x 8bit 
@ 25AA010A-I/SN SOIC-8 1Kbi 10MHz 1.8V-5.5V | 7233618 0.47 
@ 25LC010A-I/SN SOIC-8 1Kbi 10MHz 2.5V-5.5V | 72J3649 0.44 
@ 25LCO10AT-I/ISN SOIC-8 1Kbi 10MHz 2.5V-5.5V | 99M0829 0.48 
@ 25AA010AT-I/OT SOT-23-6 1Kbi 10MHz 1.8V-5.5V | 7233622 0.45 
@ 25LCO10AT-OT SOT-23-6 1Kbi 10MHz 2.5V-5.5V | 72J3657 0.45 
SPI, 16K x 8bit 
@ 25AA128-I/P DIP-8 128Kbit 10MHz 1.8V-5.5V | 17M3481 = 
@ 25LC128-l/P DIP-8 128Kbit 10MHz 2.5V-5.5V | 17M3507 1.20 
@ 25AA128-I/SN SOIC-8 128Kbit 10MHz 1.8V-5.5V | 17M3483 = 
@ 25AA128T-/ST TSSOP-8 128Kbit 10MHz 1.8V-5.5V | 84R4156 1.19 
@ 25LC128-I/ST TSSOP-8 128Kbit 10MHz 2.5V-5.5V | 17M3510 4.19 
SPI, 1K x 8bit 
@ 25C080-I/P DIP-8 8Kbi 3MHz 4.5V-5.5V | 9207398 1.15 
@ 25LC080B-I/P DIP-8 8Kbi 10MHz 2.5V-5.5V | 30H1589 0.76 
@ 25AA080/SN SOIC-8 8Kbi 4MHz 1.8V-5.5V | 9207351 1.03 
@ 25AA080-I/SN SOIC-8 8Kbi 4MHz 1.8V-5.5V | 9207347 1.10 
@ 25LC080-I/SN SOIC-8 8Kbi 2MHz 2.5V-5.5V | 9207437 as 
@ 25C080-I/SN SOIC-8 8Kbi 3MHz 4.5V-5.5V | 96K4085 1.03 
@ 25C080/SN SOIC-8 8Kbi 3MHz 4.5V-5.5V | 96K4086 1.04 
@ 25AA080A-I/SN SOIC-8 8Kbi 10MHz 1.8V-5.5V | 30H1550 0.70 
@ 25LC080B-I/SN SOIC-8 8Kbi 10MHz 2.5V-5.5V | 30H1590 0.67 
@ 25LC080A-I/SN SOIC-8 8Kbi 10MHz 2.5V-5.5V | 30H1580 0.70 
@ 25LC080A-E/SN SOIC-8 8Kbi 10MHz 2.5V-5.5V | 30H1577 0.76 
@ 25AA080A-I/ST TSSOP-8 8Kbi 10MHz 1.8V-5.5V | 30H1551 0.74 
SPI, 256K x 8bit 
@ 25AA020A-I/SN SOIC-8 2Kbi 10MHz 1.8V-5.5V | 7233627 0.49 
@ 25AA02E48-I/SN SOIC-8 2Kbi 10MHz 1.8V-5.5V | 45P4904 0.53 
@ 25AA02E48T-l/SN SOIC-8 2Kbi 10MHz 1.8V-5.5V | 84R4155 0.56 
@ 25LC020A-I/SN SOIC-8 2Kbi 10MHz 2.5V-5.5V | 72J3666 0.49 
@ 25AA02E48T-I/OT SOT-23-6 2Kbi 10MHz 1.8V-5.5V | 45P4905 0.50 
@ 25LCO20AT-IOT SOT-23-6 2Kbi 10MHz 2.5V-5.5V | 72J3674 0.46 
SPI, 2K x 8bit 
@ 25LC160/P DIP-8 16Kbit 2MHz 2.5V-5.5V | 96K4094 4.20 
@ 25C160/P DIP-8 16Kbit 3MHz 4.5V-5.5V | 96K4088 1.20 
@ 25C160-I/SN SOIC-8 16Kbit 3MHz 4.5V-5.5V | 96K4087 = 
@ 25C160/SN SOIC-8 16Kbit 3MHz 4.5V-5.5V | 96K4089 = 
@ 25AA160B-I/SN SOIC-8 16Kbit 10MHz 1.8V-5.5V | 30H1571 0.68 
@ 25LC160B-I/SN SOIC-8 16Kbit 10MHz 2.5V-5.5V | 30H1610 0.68 
@ 25AA160A-I/ST TSSOP-8 16Kbit 10MHz 1.8V-5.5V | 30H1565 0.86 
@ 25LC160A-I/ST TSSOP-8 16Kbit 10MHz 2.5V-5.5V | 30H1601 0.76 
SPI, 32K x 8bit 
@ 25AA256-I/MF DFN-8 256Kbit 10MHz 1.8V-5.5V | 61H6045 1.86 
@ 25LC256-I/MF DFN-8 256Kbit 10MHz 2.5V-5.5V | 61H6098 1.86 
@ 25AA256-I/P DIP-8 256Kbit 10MHz 1.8V-5.5V | 9207369 1.67 
@ 25LC256-I/P DIP-8 256Kbit 10MHz 2.5V-5.5V | 9207459 1.67 
@ 25LC256-I/SN SOIC-8 256Kbit 10MHz 2.5V-5.5V | 9207460 1.53 
@ 25LC256-E/SN SOIC-8 256Kbit 10MHz 2.5V-5.5V | 9207458 1.50 
> CONTINUED > 
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Memory Supply Price Each pepe - (2-wire) compatible byte and page writable Serial EEPROMs designed to provide simple, yet flexible 
Mfg. Part No. Packaging Size Frequency Voltage Stock Now ET 24cm ata storage for the industry's most popular microcontroller, microprocessor, and SoC solutions. Devices have 
ultra high write endurance capabilities allowing for greater than 1 million write cycles to each and every memory 
SPI, 32K x 8bit location to meet the needs of today’s high write endurance applications. 
@ 25AA256-I/SM SOl-8 256Kbit 40MHz 4.8V-5.5V | 56K7674 4.45 AT25xxx - SPI -compatible byte and page writable Serial EEPROMSs with advanced hardware and software write 
e2a.czesugw | sous | amet | rome | 2avesy [sarees [= Prieloschene in epaig vege ao a 17 Daves av ite gh werden cpbes 
@ 25AA256-I/ST TSSOP-8 256Kbit 40MHz 1.8V-5.5V | 9207371 1.59 high write endurance applications. 
@ 25L.C256-I/ST TSSOP-8 256Kbit 10MHz 2.5V-5.5V | 9207461 1.59 Memory Supply Price Each 
SPI, 4K x 8bit Mfg. Part No. Packaging | Size | Frequency | Voltage | StockNo. | 1-249+ 
@ 25L.C320-I/P DIP-8 32Kbi 2MHz 2.5V-5.5V | 96K4096 0.95 2 Wire, Serial, 1K x 8bit 
@ 25C320/P DIP-8 32Kbi 3MHz 4.5V-5.5V | 9207418 0.97 @ AT24C08BY6-YH-T DFN-8 8Kbi 4MHz 1.8V-5.5V | 6874084 = 
@ 25€320-/P DIP-8 32Kbi 3MHz 4.5V-5.5V | 96K4090 0.95 @ AT24C08B-TH-B TSSOP-8 |  8Kbi 1MHz | 1.8V-5.5V | 6814079 = 
@ 25AA320-I/SN SOIC-8 32Kbi {MHz 1.8V-5.5V | 9207375 0.83 2 Wire, Serial, 256K x 8bit 
@ 25LC320-I/SN SOIC-8 32Kbi 2MHz 2.5V-5.5V | 65K1130 = @ AT34C02D-MAHM-T UDFN-8 2Kbi 400kHz | 1.7V-5.5V | 6874635 — 
@ 25LC320/SN SOIC-8 32Kbi 2MHz 2.5V-5.5V | 96K4098 0.84 2 Wire, Serial, 512K x 8bit 
@ 25C320/SN SOIC-8 32Kbi 3MHz 4.5V-5.5V | 59K0362 0.83 @ AT24HCO4BN-SH-B SOIC-8 4Kbi 4MHz 1.8V-5.5V | 6874152 = 
@ 25C320-l/SN SOIC-8 32Kbi 3MHz 4.5V-5.5V | 9207416 0.83 @ AT24C04B-TH-B TSSOP-8 4Kbi 4MHz 1.8V-5.5V | 6874072 = 
@ 25LC320A-I/SN SOIC-8 32Kbi 10MHz 2.5V-5.5V | 31K5833 0.75 @ AT24C04B-TH-T TSSOP-8 4Kbi 4MHz 1.8V-5.5V | 6874073 ae 
@ 25LC320A-I/ST TSSOP-8 32Kbi 1OMHz 2.5V-5.5V_ | 31K5834 0.76 @ AT24HC04B-TH-B TSSOP-8 4Kbit 4MHz 1.8V-5.5V | 6874150 Sa 
SPI, 512K x 8bit 2 Wire, Serial, 8K x 8bit 
@ 25L.C040-1/P DIP-8 4Kbi 2MHz 2.5V-5.5V | 9207426 0.76 @ AT24C64B-10TU-2.7 TSSOP-8 | 64Kbit | 400kHz | 2.7V-5.5V | 6874137 = 
@ 25C040-I/P DIP-8 4Kbi 3MHz 4.5V-5.5V | 89C9827 0.76 3 Wire, Serial, 128K x 8bit / 64K x 16bit 
@ 25C040/P DIP-8 4Kbi 3MHz 4.5V-5.5V | 96K4084 0.64 @ AT93C46DN-SH-B SOIC-8 1Kbi 2MHz 1.8V-5.5V | 6875240 0.26 
@ 25AA040-I/SN SOIC-8 4Kbi {MHz 1.8V-5.5V | 9207335 0.66 @ AT93C46DY6-YH-T UDFN-8 1Kbi 2MHz 1.8V-5.5V | 6875242 0.29 
@ 25LCO40/SN SOIC-8 4Kbi 2MHz 2.5V-5.5V | 89C9834 0.64 3 Wire, Serial, 256K x 8bit / 128K x 16bit 
@ 25LC040-I/SN SOIC-8 4Kbil 2MHz 2.5V-5.5V | 92C7427 0.69 @ AT93C56A-10SU-1.8 SOIC-8 2Kbi 2MHz 1.8V-5.5V | 6875250 = 
@ 25C040/SN SOIC-8 4kbi 3MHz 4.5V-5.5V | 73K1419 0.64 @ AT93C56AW-10SU-2.7 SOIC-8 2Kbi 2MHz 2.7V-5.5V | 6875254 = 
@ 25C040-I/SN SOIC-8 4Kbil 3MHz 4.5V-5.5V | 9207386 = @ AT93C56A-10TU-1.8 TSSOP-8 2Kbi 2MHz 1.8V-5.5V | 6875252 ss 
@ 25AA040A-I/SN SOIC-8 4Kbit 10MHz 1.8V-5.5V | 72J3636 0.51 3 Wire, Serial, 2K x 8bit / 1K x 16bit 
@ 25LC040A-I/ST TSSOP-8 4Kbil 10MHz 2.5V-5.5V | 72J3684 0.57 @ AT93C86A-10PU-2.7 DIP-8 16Kbit 2MHz 2.7V-5.5V | 6875266 = 
SPI, 512 x 8bit 3 Wire, Serial, 512 x 8bit / 256 x 16bit 
@ 25LC040A-I/SN SOIC-8 4Kbi 40MHz 2.5V-5.5V | 72J3683 a @ AT93C66A-10SU-1.8 SOIC-8 4Kbi 2MHz 1.8V-5.5V | 6875258 — 
@ 25LCO40AT-OT SOT-23-6 4Kbit 10MHz 2.5V-5.5V | 72J3691 0.49 @ AT93CE6AW-10SU-2.7 SOIC-8 4Kbi 2MHz 2.7V-5.5V | 6875263 == 
@ 25LCO40AT-E/OT SOT-23-6 4Kbi 10MHz 2.5V-5.5V | 84R4159 0.61 @ AT93C66A-10TU-1.8 TSSOP-8 4Kbi 2MHz 1.8V-5.5V | 6875260 = 
SPI, 64K x 8bit @ AT93C66A-10TU-2.7 TSSOP-8 4Kbi 2MHz 2.7V-5.5V | 6875261 — 
@ 25A512-I/P DIP-8 §12Kbi 10MHz 1.7V-3V 5514199 2.21 3 Wire, Serial, 64 x 16bit 
@ 25AA512-1/P DIP-8 512Kbi 20MHz 1.8V-5.5V | 17M3492 _ @ AT93C46E-TH-B TSSOP-8 1Kbi 2MHz 1.8V-5.5V | 6875244 0.18 
@ 25A512-I/SN SOIC-8 512Kbi 10MHz 1.7V-3V 5514200 2.04 12C, 16K x 8bit 
@ 25AA512-I/SN SOIC-8 512Kbi 20MHz 1.8V-5.5V | 17M3494 2.36 @ AT24C128C-SSHM-B SOIC-8 128Kbit 4MHz 1.7V-5.5V | 6874102 = 
@ 25LC512-I/SN SOIC-8 512Kbi 20MHz 2.5V-5.5V | 17M3530 2.49 I2C, 1K x 8bit 
@ 25LC512T-I/SN SOIC-8 512Kbi 20MHz 2.5V-5.5V | 30P1219 2.36 @ AT24C08D-SSHM-B SOIC-8 8Kbi 4MHz 1.7V-3.6V | 9270922 0.33 
@ 25LC512-E/SN SOIC-8 512Kbi 20MHz 2.5V-5.5V | 17M3526 2.44 @ AT24C08D-XHM-B TSSOP-8 8Kbi {MHz 1.7V-3.6V | 9270925 = 
@ 25AA512-I/SM SOlJ-8 512Kbi 20MHz 1.8V-5.5V | 17M3493 2.39 I2C, 2K x 8bit 
@ 25LC512-I/SM SOWJ-8 §12Kbi 20MHz 2.5V-5.5V | 17M3529 2.52 @ AT24C16C-SSHM-B SOIC-8 16Kbit 4MHz 1.7V-5.5V | 6874108 0.30 
SPI, 8K x 8bit @ AT24C16C-XHM-B TSSOP-8 16Kbit 4MHz 1.7V-5.5V | 6874111 = 
@ 25AA640-1/P DIP-8 64Kbi 4MHz 1.8V-5.5V | 96K4083 0.99 I2C, 32K x 8bit 
@ 25LC640-I/P DIP-8 64Kbi 2MHz 2.5V-5.5V | 72K7381 0.98 @ AT24C256C-SSHL-T SOIC-8 256Kbit 1MHz 1.7V-5.5V | 6874115 = 
@ 25AA640A-I/P DIP-8 64Kbi 10MHz 1.8V-5.5V | 27M1298 0.85 12C, 512K x 8bit 
@ 25AA640A-I/MS MSOP-8 64Kbi 10MHz 1.8V-5.5V | 27M1297 = @ AT24C04D-PUM DIP-8 4Kbit 4MHz 1.7V-3.6V | 9270914 0.46 
@ 25LC640A-E/MS MSOP-8 64Kbi 10MHz 2.5V-5.5V | 27M1306 0.83 @ AT24C04D-SSHM-B SOIC-8 4Kbit 4MHz 1.7V-3.6V | 9270915 0.26 
@ 25LC640A-I/MS MSOP-8 64Kbi 10MHz 2.5V-5.5V | 27M1310 0.80 I2C, 64K x 8bit 
@ 25AA640-I/SN SOIC-8 64Kbi 4MHz 1.8V-5.5V | 92C7379 a= @ AT24C512C-SSHM-B SOIC-8 512Kbit 4MHz 1.7V-3.6V | 6874128 1.12 
@ 25AA640T-I/SN SOIC-8 64Kbi 4MHz 1.8V-5.5V | 92C7381 0.86 @ AT24C512C-SHD-B SOIC-8 512Kbit 4MHz 2.5V-5.5V | 6874124 1.25 
@ 25LC640-I/SN SOIC-8 64Kbi 2MHz 2.5V-5.5V | 3302980 = @ AT24C512C-SSHD-B SOIC-8 512Kbit 4MHz 2.5V-5.5V | 6874126 1.10 
@ 25LC640T-I/SN SOIC-8 64Kbi 3MHz 2.5V-5.5V | 9207480 0.86 @ AT24C512C-XHM-B TSSOP-8 | 512Kbit 400kHz | 1.7V-3.6V | 6874133 ela, 
@ 25LC640-E/SN SOIC-8 64Kbi 3MHz 2.5V-5.5V | 9207477 = I2C, 8K x 8bit 
@ 25LC640T-I/SN SOIC-8 64Kbi 3MHz 2.5V-5.5V | 14M8289 0.92 @ AT24C64D-XHM-T TSSOP-8 | 64Kbit 4MHz 1.7V-5.5V | 6874143 0.42 
@ 25AA640A-I/SN SOIC-8 64Kbi 10MHz 1.8V-5.5V | 27M1299 = Serial, 1K x 8bit 
@ 25LC640A-I/SN SOIC-8 64Kbi 10MHz 2.5V-5.5V | 27M1312 0.72 @ AT24C08B-PU DIP-8 8Kbi 4MHz 1.8V-5.5V | 6874078 = 
@ 25LC640X-I/ST TSSOP-8 64Kbi 3MHz 2.5V-5.5V | 62K0615 0.91 Serial, 4K x 8bit 
@ 25AA640A-I/ST TSSOP-8 64Kbi 10MHz 1.8V-5.5V | 27M1300 0.78 @ AT24C32D-XHM-B TSSOP-8 | 32Kbit 1MHz 1.7V-5.5V | 6874121 = 
@ 25LC640A-I/ST TSSOP-8 64Kbi 10MHz 2.5V-5.5V | 27M1313 0.78 Serial, 512 x 8bit / 256 x 16bit 
PIM_108737 @ AT93C66B-MAHM-T UDFN-8 4Kbi 2MHz 1.7V-5.5V | 9270997 0.34 
———— Serial, 64 x 16bit 
SERIAL EEPROM ICs Rots : ° e ATSSCAGEN-SH-T _ SOIC-8 1Kbi 2MHz 1.8V-5.5V | 6875247 0.28 
&e camp ant Al t ‘eal e l Serial, SPI, 128 x 8bit 
@ AT25010B-SSHL-T SOIC-8 1Kbi 20MHz 1.8V-5.5V | 6874209 0.29 
Atmel is a leading supplier of Serial EEPROM devices and has shipped over 12 billion devices in the past Serial, SPI, 2K x 8bit 
decade. With the ability to alter single bytes of data, very high write endurance, and very low power —_ - 
consumption, Serial EEPROM devices are widely used to store personal preference and configuration data in @ AT25160B-SSHL-B SOIC-8 16Kbit 20MHz | 1.8V-5.5V | 6874233 = 
a wide spectrum of consumer, automotive, telecommunication, medical, industrial, and PC applications. Atmel Serial, SPI, 4K x 8bit 
ofr Seta EEPROM eycen ZC, SPL Sige and Merve comatle pas Thedeveescome @ATZS@IB NHL TSSOP | SOC [PORE [1AVE0 [TR [= 
SOT23, and WLCSP packages. Atmel Serial EEPROM devices feature low pin count and are optimized for use Serial, SPI, 8K x 8bit 
in automotive and industrial temperature applications where low-power and low-voltage operation are essential. @ AT25640B-XHL-T TSSOP-8 64Kbit 20MHz 1.8V-5.5V | 6874256 0.57 
AT93xxx - Microwire (3-wire) compatible Serial EEPROMs with flexible user selectable x8 or x16 memory 7 
organization with software write protection to secure data stability. Devices have ultra high write endurance SPI, 16K x 8bit 
capabilities allowing for greater than 1 million write cycles to each and every memory location to meet the needs @ AT25128B-XHL-B TSSOP-8 | 128Kbit | 20MHz | 1.8V-5.5V | 6874230 0.74 


of today’s high write endurance applications. 
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SERIAL EEPROM ICs (CONT.) MICROWIRE® COMPATIBLE SERIAL Poe . M 
Memory Supply Price Each EEPROMS Available KX ICROCHIP 
Mfg. Part No. Packaging Size Frequency | Voltage _[/Stock\No. UES Microwire family is available in 1-16kb devices as limited by the Microwire protocol. The part numbering scheme 
SPI, 256K x 8bit starts with a 93 prefix and ends with 46 for 1 kb, 56 for 2 kb, and so forth. Although it has a narrower density 
@ AT25020B-SSHL-B SOIC-8 2Kbit 20MHz 4.8V-5.5V | 6874213 0.30 range, Microwire is faster than I2C and UNI/O parts at 3 MHz. And remember, this family has 4 signals, so it 
SPI, 512K x bit requires 4 micro VOs as opposed to the 2-wire 12C bus and the single wire UNI/O bus. ; 
d Full Name: Microwire, also known as “3 wires”. Security options: Software only. Number of signals: 4 (CLK, 
@ AT25040B-SSHL-T SOIC-8 4Kbit 20MHz 1.8V-5.5V | 6874219 0.34 CS, DI, DO) 
@ AT25040B-SSHL-B SOIC-8 4Kbit | 20MHz 1.8V-5.5V | 6874218 = Product Identification system 
SPI, 8K x 8bit Device: 93AA56A: 2K 1.8V 
@ AT25640B-SSHL-T SOIC-8 64Kbit 20MHz 1.8V-5.5V | 6874254 = Q3AA56B: 2K 1.8V 
@ AT25640B-XHL-B | TSSOP-8 | 64Kbit | 20MHz | 1.8V-5.5V | 6874255 = sah ip ae 
PIM_197986 93LC56B: 2K 2.5V 
93LC56C: 2K 2.5V wiORG 
93C56A: 2K 5.0V 
12¢ SERIAL EEPROMS Gee sinoiat N 93C56B: 2K 5.0V 
Available ON Semiconductor ( 93C56C: 2K 5.0 wORG 
Pinout: Blank = Standard pinout 
Serial EEPROM products are used in many applications to store user reconfigurable data. Common applications X= Rotated pinout 5 
are disk drives, modems, cellular phones, VCRs, CD players, hearing aids, PCMCIA cards, cordless phones, Tepes. Reel aes = Eee pears 
laser printers, computers and pagers. These serial EEPROMs are compatible with I?C™ bus protocol and are 
offered in high density, 1K to 256K, and wide voltage, 1.8V to 6V, ranges. These EEPROM products also meet Temperature Range |= -40°C to +85°C 
the automotive specifications for both inside-the-cabin and under-the-hood applications and are specified over E= 40°C to +125°C 
the entire voltage range of 1.8V to 6.0V at the automotive temperature extremes. Package MS = Plastic MSOP 
Suffix: G: Shipping Tube, 50 Units / Tube; GT3: Tape & Reel, 3,000 Units / Reel OT = Plastic SOT-23 (Tape & Reel only) 
P = Plastic DIP 
Memory Supply mlapeleu SN = Plastic SOIC 
Mfg. Part No. Packaging Size Frequency | Voltage | Stock No. 1-24+ ST = Plastic TSSOP 
12¢ MC = Plastic DFN 
@ CAT24C04YI-GT3 Tssop-8 | 4kbit | 400kHz | 1.7V-5.5V | 08R5405 | 0.18 lactic TOEN (Tape & Reel only) 
12C, 128K x 8bit Memory Supply Price Each 
@ CAT24M01LI-G DIP-8 1Mbi MHz 1.8V-5.5V | 5277614 = Mfg. Part No. Packaging Size Frequency Voltage Stock No. 1-24+ 
@ CAT24M01WI-GT3 SOIC-8 1Mbi 4MHz 1.8V-5.5V | 5277615 = Microwire, 128K x 16bit 
12C, 128 x 8bit @ 93AA56B-/P DIP-8 2Kbil 3MHz 1.8V-5.5V | 30H4502 0.42 
@ CAT24C01LI-G DIP-8 1Kbi 400kHz 1.7V-5.5V | 06R0484 a @ 93LC56B-I/P DIP-8 2Kbi 3MHz 2.5V-5.5V | 62K2084 0.40 
@ CAT24C01WI-G SOIC-8 1Kbi 400kHz 1.7V-5.5V | 06R0486 ae @ 93C56B-I/P DIP-8 2Kbi 3MHz 4.5V-5.5V | 61H6567 0.40 
@ CAT24C01WI-GT3 SOIC-8 1Kbi 400kHz 1.7V-5.5V | 08R5400 = @ 93LC56B-I/SN SOIC-8 2Kbi 3MHz 2.5V-5.5V | 62K2085 = 
@ CAT24C01YI-GT3 TSSOP-8 1Kbi 400kHz 1.7V-5.5V | 08R5401 aes @ 93LC56B/SN SOIC-8 2Kbi 3MHz 2.5V-5.5V | 96K4109 0.33 
12C, 16K x 8bit @ 93C56B-I/SN SOIC-8 2Kbi 3MHz 4.5V-5.5V | 61H6569 0.32 
@ CAT24C128LI-G DIP-8 128Kbit 400kHz 1.8V-5.5V | 06R0528 = @ 93AA56BT-/OT SOT-23-6 2Kbii 3MHz 1.8V-5.5V | 30H4510 0.28 
@ CAT24C128WI-G SOIC-8 128Kbit 400kHz 1.8V-5.5V | 06R0529 0.48 @ 93LC56BT-I/OT SOT-23-6 2Kbi 3MHz 2.5V-5.5V | 30H4760 0.30 
@ CAT24C128WI-GT3 SOIC-8 128Kbit 400kHz 1.8V-5.5V | 08R5409 0.37 @ 93LC56B-/ST TSSOP-8 2Kbi 3MHz 2.5V-5.5V | 92C7687 = 
12C, 1K x 8bit Microwire, 128K x 8bit 
@ CAT24C08LI-G DIP-8 8Kbit 400kHz 1.7V-5.5V | 06R0519 _ @ 93C46A-I/SN SOIC-8 1Kbi 3MHz 4.5V-5.5V | 9207592 0.30 
@ CAT24C08WI-G SOIC-8 8Kbit 400kHz 1.7V-5.5V | 06R0521 es Microwire, 128K x 8bit / 64K x 16bit 
@ CAT24C08WI-GT3 SOIC-8 8Kbit 400kHz 1.7V-5.5V | 08R5408 0.28 @ 93LC46C-I/MS MSOP-8 1Kbi 3MHz 2.5V-5.5V | 30H4710 0.36 
@ CAT24C208WI-G SOIC-8 8Kbit 400kHz 2.5V-5.5V | 06R0547 = @ 93AA46/SN SOIC-8 1Kbi 2MHz 1.8V-5.5V | 96K4100 0.61 
@ CAT24C208WI-GT3 SOIC-8 8Kbit 400kHz 2.5V-5.5V | 08R5411 1.19 @ 93LC46-I/SN SOIC-8 1Kbi 2MHz 2.5V-5.5V | 12€2029 os 
12C, 256K x 8bit @ 93C46C-I/SN SOIC-8 1Kbi 3MHz 4.5V-5.5V | 30H4622 ae 
@ CAT24AA02TDI-GT3_ | TSOT-23-5 2Kbit 400kHz 1.7V-5.5V | 08R5399 0.24 @ 93LC46C-I/ST TSSOP-8 1Kbi 3MHz 2.5V-5.5V | 30H4716 = 
@ CAT34C02Y1-G TSSOP-8 2Kbit 400kHz 1.7V-5.5V | 06R0958 = Microwire, 128 x 8bit 
12C, 2K x 8bit @ 93LC46A-I/MS MSOP-8 1Kbi 3MHz 2.5V-5.5V | 9207643 0.34 
@ CAT24C16LI-G DIP-8 16Kbit 400kHz 1.7V-5.5V | 06R0533 es @ 93LC46A/SN SOIC-8 1Kbi 2MHz 2.5V-5.5V | 3303015 0.27 
@ CAT24C164LI-G DIP-8 16Kbit 400kHz 1.8V-5.5V | 06R0541 as @ 93LC46A-I/SN SOIC-8 1Kbi 3MHz 2.5V-5.5V | 9000040 0.29 
@ CAT24C164WI-G SOIC-8 16Kbit 400kHz 1.8V-5.5V | 06R0543 ps @ 93LC46AT-I/SN SOIC-8 1Kbi 3MHz 2.5V-5.5V | 1202031 0.27 
@ CAT24C164WI-GT3 SOIC-8 16Kbit 400kHz 1.8V-5.5V | 08R5410 = @ 93LC46AT-I/SN SOIC-8 1Kbi 3MHz 2.5V-5.5V | 14M8295 0.29 
@ CAT24AA16TDI-GT3_ | TSOT-23-5 | 16Kbit 400kHz 1.7V-5.5V | 10R6862 0.60 @ 93AA46AT-I/OT SOT-23-6 1Kbi 3MHz 1.8V-5.5V | 9207542 0.28 
12C, 32K x 8bit @ 93LC46AT-/OT SOT-23-6 1Kbi 3MHz 2.5V-5.5V | 9207650 0.28 
@ CAT24C256LI-G DIP-8 256Kbit 400kHz 1.8V-5.5V | 06R0551 0.49 @ 93LC46A-I/ST TSSOP-8 1Kbi 3MHz 2.5V-5.5V | 9207645 0.36 
@ CAT24C256WI-G SOIC-8 256Kbit 400kHz 1.8V-5.5V | 06R0552 = Microwire, 1K x 16bit 
@ CAT24C256WI-GT3 SOIC-8 256Kbit 400kHz 1.8V-5.5V | 08R5412 0.53 @ 93AA86BT-/OT SOT-23-6 16Kbit 3MHz 1.8V-5.5V | 61H6495 0.48 
@ CAT24C256xI SOIC-8 256Kbit 400kHz 1.8V-5.5V | 06R0554 = @ 93LC86BT-I/OT SOT-23-6 16Kbit 3MHz 2.5V-5.5V | 61H6917 0.48 
@ CAT24C256XI-T2 SOIC-8 256Kbit 400kHz 1.8V-5.5V | 08R5413 = Microwire, 1K x 8bit 
I2C, 4K x 8bit @ 93AA76AT-I/OT SOT-23-6 8Kbi 3MHz 1.8V-5.5V | 61H6433 0.44 
@ CAT24C32LI-G DIP-8 32Kbit 400kHz 1.7V-5.5V | 06R0558 ets Microwire, 1K x 8bit / 512 x 16bit 
@ CAT24C32WI-G SOIC-8 32Kbit 400kHz 1.7V-5.5V | 06R0560 = @ 93C76C-I/SN SOIC-8 8Kbi 3MHz 4.5V-5.5V | 61H6698 cs 
@ CAT24C32WI-GT3 SOIC-8 32Kbit 400kHz 1.7V-5.5V | 08R5414 0.26 Microwire, 256K x 8bit 
@ CAT24C32Y1-GT3 TSSOP-8 32Kbit 400kHz 1.7V-5.5V | 08R5415 0.26 @ 93LC56A-I/P DIP-8 2Kbii 3MHz 2.5V-5.5V | 96K4106 0.43 
12C, 512K x 8bit @ 93C56A-I/SN SOIC-8 2Kbi 3MHz 4.5V-5.5V | 61H6540 0.33 
@ CAT24C04WI-G SOIC-8 4Kbit 400kHz 1.7V-5.5V | 06R0507 = @ 93AA56AT-I/OT SOT-23-6 2Kbi 3MHz 1.8V-5.5V | 30H4490 = 
@ CAT24C05WI-GT3 SOIC-8 4Kbit 400kHz 1.8V-5.5V | 08R5406 = @ 93LC56AT-/OT SOT-23-6 2Kbi 3MHz 2.5V-5.5V | 61H6804 0.28 
12C, 64K x 8bit Microwire, 256K x 8bit / 128K x 16bit 
@ CAT24C512WI-GT3 SOIC-8 512Kbit 4MHz 1.8V-5.5V | 5277610 0.66 @ 93LC56C-I/MS MSOP-8 2Kbi 3MHz 2.5V-5.5V | 30H4771 0.37 
@ CAT24C512YI-GT3 TSSOP-8 | 512Kbit 4MHz 1.8V-5.5V | 5277612 0.68 @ 93AA56/SN SOIC-8 2Kbi 2MHz 1.8V-5.5V | 9207564 0.67 
12C, 8K x 8bit @ 93LC56-I/SN SOIC-8 2Kbi 2MHz 2.5V-5.5V | 96K4104 0.67 
@ CAT24C64LI-G DIP-8 64Kbit 400kHz 1.7V-5.5V | 06R0570 oe @ 93LC56T/SN SOIC-8 2Kbi 2MHz 2.5V-5.5V | 92C7699 0.73 
@ CAT24C64WI-G SOIC-8 64Kbit 400kHz 1.7V-5.5V | 06R0572 = @ 93AA56C-I/SN SOIC-8 2Kbi 3MHz 1.8V-5.5V | 30H4524 0.32 
@ CAT24C64WI-GT3 SOIC-8 64Kbit 400kHz 1.7V-5.5V | 08R5417 0.25 @ 93LC56C-I/SN SOIC-8 2Kbi 3MHz 2.5V-5.5V | 30H4775 0.33 
@ CAT24C64YI-GT3 TSSOP-8 64Kbit 400kHz 1.7V-5.5V | 08R5418 0.25 
PIM_147902 
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MICROWIRE® COMPATIBLE SERIAL EEPROMS (CONT.) 
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SPI SERIAL EEPROMS (CONT.) 


Memory Supply [Price Each_ Memory Supply | Price Each 

Mfg. Part No. Packaging Size Frequency Voltage Stock No. 1-24+ Mfg. Part No. Packaging Size Frequency | Voltage Stock No. 1-9+ 
Microwire, 256 x 16bit SPI, 16K x 8bit 
@ 93LC66B/P DIP-8 4Kbi 2MHz 2.5V-5.5V | 3303024 0.43 @ CAT25128LI-G DIP-8 128Kbit 10MHz 1.8V-5.5V | 06R0600 = 
@ 93C66B-I/P DIP-8 4Kbit 3MHz 4.5V-5.5V | 61H6625 0.43 @ CAT25128VI-G SOIC-8 128Kbit 10MHz 1.8V-5.5V | 06R0601 — 
@ 93LC66B-I/MS MSOP-8 4Kbit 2MHz 2.5V-5.5V | 30H4819 0.38 @ CAT25128VI-GT3 SOIC-8 128Kbit 10MHz 1.8V-5.5V | 08R5426 a2) 
@ 93LC66B-I/SN SOIC-8 4Kbi 2MHz 2.5V-5.5V | 88K1505 = SPI, 1K x 8bit 
@ 93LC66B/SN SOIC-8 4Kbit 2MHz 2.5V-5.5V | 69K7678 0.35 @ CAT25080LI-G DIP-8 8Kbit 10MHz 1.8V-5.5V | 06R0594 -— 
@ 93C66B-I/SN SOIC-8 4Kbi 3MHz 4.5V-5.5V | 61H6627 -— @ CAT25080VI-G SOIC-8 8Kbit 5MHz 1.8V-5.5V | 06R0595 as 
@ 93AA66BT-/OT SOT-23-6 4Kbi 2MHz 1.8V-5.5V | 30H4568 0.31 @ CAT25080VI-GT3 SOIC-8 8Kbit 10MHz 1.8V-5.5V | 08R5424 0.27 
@ 93LC66BT-I/OT SOT-23-6 4Kbi 2MHz 2.5V-5.5V | 30H4829 = @ CAT25080Y1-GT3 TSSOP-8 8Kbit 10MHz 1.8V-5.5V | 08R5425 0.38 
@ 93LC66B-I/ST TSSOP-8 4Kbi 3MHz 2.5V-5.5V | 92C7718 0.42 SPI, 256K x 8bit 
Microwire, 2K x 8bit @ CAT25020LI-G DIP-8 2Kbit 10MHz 1.8V-5.5V | 06R0582 = 
@ 93LC86AT-/OT SOT-23-6 16Kbit 3MHz 2.5V-5.5V | 61H6893 0.48 @ CAT25020VI-G SOIC-8 2Kbit 10MHz 1.8V-5.5V | 06R0583 = 
Microwire, 2K x 8bit / 1K x 16bit @ CAT25020VI-GT3 SOIC-8 2Kbit 10MHz 1.8V-5.5V | 08R5421 0.25 
@ 93LC86C-I/P DIP-8 16Kbit 3MHz 2.5V-5.5V | 96K4116 0.60 SPI, 2K x 8bit 
@ 93LC86/P DIP-8 16Kbit 3MHz 2.5V-6V 62K2087 1.23 @ CAT25160LI-G DIP-8 16Kbit 10MHz 1.8V-5.5V | 06R0608 S 
@ 93AA86C-I/SN SOIC-8 16Kbit 3MHz 1.8V-5.5V_ | 61H6505 0.51 @ CAT25160VI-G SOIC-8 16Kbit 10MHz | 1.8V-5.5V | O06R0609 = 
@ 93LC86/SN SOIC-8 16Kbit 3MHz 2.5V-6V 62K2088 1.08 @ CAT25160YI-G TSSOP-8 16Kbit 5MHz 1.8V-5.5V | 06R0612 = 
@ 93C86C-I/SN SOIC-8 16Kbit 3MHz 4.5V-5.5V | 61H6767 0.48 @ CAT25160YI-GT3 TSSOP-8 16Kbit 10MHz 1.8V-5.5V | 08R5428 0.24 
Microwire, 512K x 8bit SPI, 32K x 8bit 
@ 93LC66A-I/P DIP-8 4Kbit 2MHz 2.5V-5.5V | 69K7677 0.43 @ CAT25256LI-G DIP-8 256Kbit 10MHz 1.8V-5.5V | 06R0614 — 
@ 93C66A-I/P DIP-8 4Kbi 3MHz 4.5V-5.5V | 61H6596 = @ CAT25256VI-G SOIC-8 256Kbit 5MHz 1.8V-5.5V | 06R0615 — 
@ 93AA66AT-I/OT SOT-23-6 4Kbi 2MHz 1.8V-5.5V_ | 30H4548 0.31 @ CAT25256X! SOIC-8 256Kbit 5MHz 1.8V-5.5V | 06R0617 = 
@ 93LC66A-I/ST TSSOP-8 4Kbit 3MHz 2.5V-5.5V | 92C7707 0.38 @ CAT25256XI-T2 SOIC-8 256Kbit 10MHz 1.8V-5.5V | 08R5429 = 
Microwire, 512 x 8bit SPI, 4K x 8bit 
@ 93LC66A-I/MS MSOP-8 4K bit 2MHz 2.5V-5.5V_| 30H4798 0.38 @ CAT25320LI-G DIP-8 32Kbit 10MHz 1.8V-5.5V | 06R0621 = 
Microwire, 512 x 8bit / 256 x 16bit @ CAT25320VI-G SOIC-8 32Kbit 10MHz 1.8V-5.5V | 06R0622 = 
@ 93LC66/P DIP-8 4Kbi 2MHz 2.5V-5.5V | 62K2086 0.80 @ CAT25320VI-GT3 SOIC-8 32Kbit 10MHz 1.8V-5.5V | 08R5430 0.43 
@ 93LC66-I/P DIP-8 4Kbit 2MHz 2.5V-5.5V | 92C7704 0.80 SPI, 512K x 8bit 
@ 93C66C-I/P DIP-8 4Kbi 3MHz 4.5V-5.5V | 30H4674 0.43 @ CAT25040LI-G DIP-8 4Kbit 10MHz 1.8V-5.5V | 06R0588 — 
@ 93LC66-I/SN SOIC-8 4Kbi 2MHz 2.5V-5.5V | 92C7705 0.67 @ CAT25040VI-G SOIC-8 4Kbit 10MHz 1.8V-5.5V | 06R0589 = 
@ 93AA66C-I/SN SOIC-8 4Kbit 3MHz 1.8V-5.5V | 30H4582 0.34 @ CAT25040VI-GT3 SOIC-8 4Kbit 10MHz 1.8V-5.5V | 08R5422 0.25 
@ 93LC66C-I/SN SOIC-8 4Kbi 3MHz 2.5V-5.5V | 30H4844 0.35 @ CAT25040YI-GT3 TSSOP-8 4Kbit 10MHz 1.8V-5.5V | 08R5423 0.63 
Microwire, 64 x 16bit SPI, 8K x 8bit 
@ 93AA46B-/P DIP-8 1Kbi 2MHz 1.8V-5.5V | 9207546 0.40 @ CAT25640LI-G DIP-8 64Kbit 10MHz 1.8V-5.5V | 06R0627 a 
@ 93C46B/P DIP-8 1Kbi 2MHz 4.5V-5.5V | 69K7676 0.37 @ CAT25640VI-G SOIC-8 64Kbit 10MHz 1.8V-5.5V | 06R0628 = 
@ 93LC46B/P DIP-8 1Kbi 3MHz 2.5V-5.5V | 333016 0.38 @ CAT25640VI-GT3 SOIC-8 64Kbit 20MHz 1.8V-5.5V | 08R5431 0.52 
@ 93LC46B-l/P DIP-8 1Kbi 3MHz 2.5V-5.5V | 62K2083 0.38 PIM_147905 
@ 93C46B-I/P DIP-8 1Kbi 3MHz 4.5V-5.5V | 54K2866 0.39 
@ 93C46B-I/SN SOIC-8 1Kbi 2MHz 4.5V-5.5V | 1202023 0.30 S29GL SERIES MIRRORBIT FLASH RoHS _ 
@ 93C46BT-/SN SOIC-8 1Kbi 2MHz | 4.5V-5.5V | 62K2082 0.30 MEMORY Gepiimint ™ 
@ 93AA46B-I/SN SOIC-8 1Kbi 3MHz 1.8V-5.5V | 9207547 0.26 Features: SPANSION’ 
@ 93LC46B/SN SOIC-8 1Kbi 3MHz 2.5V-5.5V | 65K1153 0.28 7 ue ae on mee ~~ 
@ 93LC46BX/SN SOIC-8 1Kbi 3MHz 2.5V-5.5V | 92C7666 0.33 e 20 Vr. Data Retention (iyp) ° 
@ 93C46BT/SN SOIC-8 1Kbi 3MHz 4.5V-5.5V | 12C2027 0.27 © Hardware Reset Input Resets Device 
@ 93AA46BT-I/OT SOT-23-6 1Kbi 3MHz 1.8V-5.5V | 9207551 = © Support for CFI (Common Flash Interface) 
@oscéspr-oT | SoT-236 | IKbi 3MHz | 2.5V-55V | 75M3689 0.27 ed eis sate ie ae Ss ee fet eon sah aa 
© 93LC46BT-/OT SOT-23-6 AKbi 3MHz 2.5V-5.5V 9207662 0.28 devices offer a fast page fate time of 25 Be oe ceeeestine “ = obs. They 
@ 93C46BT-/OT SOT-23-6 1Kbi 3MHz 4.5V-5.5V | 9207609 0.28 feature a Write Buffer that allows a maximum of 32 words/64 bytes to be programmed in one operation, resulting 
@ 93LC46B/ST TSSOP-8 4Kbi 3MHz 2.5V-5.5V 9000041 0.37 in faster effective programming time than standard programming algorithms. This makes these devices ideal for 

= today’s embedded applications that require higher density, better performance and lower power consumption. 

@ 93LC46B-I/ST TSSOP-8 1Kbi 3MHz 2.5V-5.5V | 92C7658 0.34 Distinctive Characteristics: 
@ 93LC46BT-I/ST TSSOP-8 1Kbi 3MHz 2.5V-5.5V 92C7663 0.34 Uniform 64 Kword/128 Kbyte Sector Architecture 
@ 93C46B-I/ST TSSOP-8 1Kbi 3MHz 4.5V-5.5V 9207602 0.34 -— $29GL01GP: One thousand twenty-four sectors; S29GL512P: Five hundred twelve sectors 


PIM_108738 


SPI SERIAL EEPROMS 


RoHS 
Compliant r, 
Gee rnin ON Semiconductor @ 


Serial EEPROM products are used in many applications to store user reconfigurable data. Common applications 
are disk drives, modems, cellular phones, VCRs, CD players, hearing aids, PCMCIA cards, cordless phones, 


—$29GL256P: Two hundred fifty-six sectors; - S29GL128P: One hundred twenty-eight sectors 
WP#I/ACC input 

-Accelerates programming time (when VHH is applied) for greater throughput during system production 
— Protects first or last sector regardless of sector protection settings 


MPN is formed by a valid combination of the following: 
DEVICE NUMBER/DESCRIPTION 


$29GL01GP; S29GL512P; 
$29GL256P; S29GL128P 
3.0 Volt-only 
1024, 512, 256 and 128 Megabit 


laser printers, computers and pagers. These serial EEPROMs are compatible with SPI™ bus protocol and are Page-Mode Flash Memory 
offered in high density, 1K to 256K, and wide voltage, 1.8V to 6V, ranges. These EEPROM products also meet _ manufactured on 90 nm 
the automotive specifications for both inside-the-cabin and under-the-hood applications and are specified over MirrorBit® process technology. 
the entire voltage range of 1.8V to 6.0V at the automotive temperature extremes. SPEED OPTION 90 = 90 ns 
5 10 = 100 ns 
Memory Supply Price Each 11= 110 ns 
Mfg. Part No. Packaging Size Frequency | Voltage Stock No. 1-9+ 12 =120ns 
12C, 128 x 8bit 13 = 130 ns 
@ CAT25010LI-G DIP-8 1Kbi 40MHz 1.8V-5.5V | 06R0576 = PACKAGE TYPE A= Pb 
SA ee ie TEMPERATURE RANGE |= Indi = nae 85°C) 
i = Industrial °C to +85° 
@ CAT25010VI-G SOIC-8 1Kbi 10MHz 1.8V-5.5V | 06R0577 poets C= Commercial (0°C to +85°C) 
@ CAT25010VI-GT3 SOIC-8 1Kbi 10MHz 1.8V-5.5V | 08R5419 0.24 
@ CAT25010YI-G TSSOP-8 1Kbi 40MHz 1.8V-5.5V | 06R0580 eee 
> CONTINUED > > CONTINUED > 


32 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 
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$29GL SERIES MIRRORBIT FLASH MEMORY (CONT.) $29GL SERIES MIRRORBIT FLASH MEMORY (CONT.) 
MODEL NUMBER (Vio range) Hl = ue = ‘ee = es to a Memory Supply Price Each 
Vie VIO = 1.65 to VCC, he 07 10 3.6V Mfg. Part _ Packaging Size Voltage Stock No. 1-9+ 
V2= VIO = 1.65 to VCC, VCC = 27 to 3.6V Parallel, 16M x 16bit 
Rt= VIO = VCC = 3.0 to 3.6V @ S29GL256S10DHI010 FBGA-64 | 256Mbit | 27V-3.6V | 6312580 = 
Raz VIO = VCC = 3.0 to 3.6V @ S29GL256S10TFI010 TSOP-56 256Mbi 2.7V-3.6V | 5175135 = 
PACKING TYPE ee ae © S29GL256S10TFI020 Tsop-56 | 256Mbit | 27V-36v | 6372584 = 
3 = 13° Tape and Reel Parallel, 16M x bit 
———— © S20GL128P 1FFIV10 FBGA-64 | 128Mbit_| 27V-36V | 895364 = 
ai ea Memory tal stockNo. Prager 0 S20GL126PIFFIV20 recast | r2awbi_[27v-36v | 99m8365 530 
GAiPaalel §29GL128P90FAIR10 FBGA-64 | 128Mbit | 27V-36V | 89M5366 5.80 
Si SOAaS er) ee — © SZOGLI26P1ITFIVIO Ts0P-56 | ‘awit | 2.7v-3ev | 2Pott2 = 
@ S29GLO64N9OBFI030 BGA-48 eambit | 27v-3.6V | 12P0108 aS MISOGL Ze SSN TEINZD TSOP-86 | 126Mbit_| 2.7V'3.6V _aGSIzOt pei 
@ S29GL032N90FFIO4O BGA-64 3oMbit__| 27V-36V | 12P0106 = Ear) Ee ee 
Sern SEGA sien | 27-46 ae = © 82961 128P TFIO10 Ts0p-56 | 126Mbi_[27v-36V_[ 34MB720 a 
@ S29GLO64NQOFFIO40 BGA-64 eabit | 2.7V-36V | 14P9353 4.25 peat TSR eT 
© S29GL128P11FFI010 BGA-64 qaembit | 27v-36ev | 34M8718 een SLICE ZSRSUTEGRIG TOF 00, £1] = 126M0F | = 
© S29GL128P 11FFI020 BGA-64 qaembit | 27v-36ev | 34M8719 a SSHCHZEROUTFIRID ISORS6 "=| 12600) 36V ESSE 5.32 
© S29GL128P10FFI020 BGA-64 | 128Mbit_ | 2.7V-36V | 34M8715 = leet SE 
@ S29GL128PO0FFIR10 BGA-64 128Mbi 3v-3.6v_ | 44N7422 531 lla — cL 
© S29GL256P10FFI010 BGA-64 | 256Mbit | 27V-36V | 34MB724 _ ites Ruel Sl : 
Seren are arr seen | 27v3.6y ene = @ S29GL512S10DHI010 FeGAS | Siambt_[ 27v-36v [467560 = 
seeree {mca| amu ooo ammctees | Seeammmen [ema Comme [once (ame 
@ S29GL032N90TFI010 TSOP-56 3ambit_| 27v3ev | 59Mse46 a z chit 
@ S29GL032N9OTFIO20 TSOP-56 32Mbit_| 27V-3.6v | 50M8847 = eS S2oGtSIZS DENA) FEGAGS | S12Mbit_| 27V-3.6V _[RRSSIESES = 
© S29GLO64N9OTFIO70 TSOP-56 eambit_| 27v-36v | 89M2721 = SSACISIZSIUTEIONG SOP-56 | St2Mbit_| 27V3.6V | SSUISH2 = 
@ S29GL128P 10TF1020 TSoP-56 | 128Mbit_| 2.7V-3.6V | 34MB717 = @SAOGLSTZSTITEN020 Sop-s6 | 512Mbit_| 2.7V-3.6V | RSSIAS! = 
@ S29GL256P 11 F1020 TsoP-56 | 250Mbit | 27V-36v | 34M8731 = eS SS WIEN SOP-56 | StZMbit_| 2.7V3.6V | RSSIUSSS = 
© S29G1256P10TF1020 TsOP-66 | 260mbi | 27V36V | 34MB727 = iotenea ecell Ad : 
ee Tecese | aU aay Rae = © S20GL256P 1FFIV0 FeGAS4 | 2s6Mbi_[27v-36V | 69M6376 a 
Sg RCI TSOP BES no = © S29GL256P11TFIV20 sops6 | 25amot_[27v-36v | 72m6096 8.16 
- © S29GL256S90TFIO20 sop-56 | 256Mbit | 27V-3.6v | 6372594 6.22 
erie et Parallel, 32M x bit / 16M x 16bit 
@ S29GL256S10DHIV10 FBGAG4 | 256Mbit_| 27V-36V | 6312578 = : : SDoAe | Ee | 
SSeS ea oily a SSI287 — ; or a fe a SOP-56 256Mbi 236 34M8730 = 
@ S29GL256S90TFIO10 Tsop-56 | 250Mbit | 2.7V-36V | 6372593 = = g 
- © S29GL256P10TFI010 SoP-56 | 256Mbit_| 27V-36V | 34M8726 = 
CFI, Parallel, 16M x 8bit Parallel. 4M x 8bit 
@ S29GL128P90FFIR20 | _ BGA-64 128Mbi 3V-3.6V | 72M6095 za : : 
CELESaisL SME © S29GLOS2N90BFI030 FPBGA48 | 32Mbit_| 27V-3.6V | 72M5822 = 
@S29GL256P90FFIRZ0 | _BGA-64 256Mbi 3V-3.6V | 4AN7124 2.07 Parallel, SAM 166 
cereal @ S29GL01GS11DHI010 FBGA-64 iebit_ | 27V-36V | 3975696 | 11.01 
© svuGLoaonsurroa | BGKEI er oy ™ © S29GL01GS10DHI010 FBGA-64 Goi [27vaev | 3oTs6s2 = 
- - @ S29GL01GS10DHI020 FBGA-64 jebit_| 27V-3.6v | 3975693 a 
CFI, Parallel, 4M x 8bit / 2M x 16bit © S29GL01GSt1DHIO20 FBGA. TGhit IVaBV SaTEEOT TAG 
@ S29GLO32NG0TFIO30 TSOP-48 32Mbit__| 27V-36V | 59M8848 = 2 : 
@ S29GLO32N9OTFIO40 TSOP-48 32Mbi 27V-3.6V | 14P9352 = SSACMIGS TIDE PRGA ‘Gbit__| 2.7V°3.6V | RSSTESTGR ISO 
- @ S29GLO1GS11TFI010 TSOP-56 job | 27V-3.6v | 3975700 = 
CFI, Parallel, 64M x 16bit ; 
ee acies 70P | Toa | 27a @ S29GLO1GS10TFIO10 TSOP-56 ‘Got | 27v-3ev_| 3975604 = 
AT @ S29GL01GS10TF020 TSOP-56 tei | 27V-3.6v | 3975695 = 
@ S29GL064S70BHI030 BGA-48 G4Mbit__| 2.7V-36V |  44X7068 = Parallel, 64M x Bbtt 
Sera en SaAAE sub 27v36v ene = © S20GL512P12FFIV10 FeGAS [Stamp _[ 27v-36v_[69M63e0 = 
eRe Scie 7 a= caoo ~ © S29GL512P12FFN20 Fecass | stant | 27v-36v | 32R6090 = 
ae a Sua san 1 2.7.3.6 ee = © S29GL512S10FHI010 FaGAS | Siambt_|27v-36V | OSWATAS = 
ETT els sauna | 2.7V-36y = © S29GL512811TFI010 Ts0-56 | stawbit_ | 2.7v-36v_| 4877590 = 
See caea SOPaa SNEED Tey = © S29GL512S11TFIV10 TsoP-66 | S1avbt_[27v-36v_| 4877568 a 
Scie TSOP san | 73 ey = © S20GL512811TFIV20 Tsop-56 | Stavbt_[ 27v-36v_| 4677569 a 
@ S29GL064S70TF1020 TSOP-56 64Mbi 27V-36V | 44X7073 = Parallel, B4M x Bbit / 32M x 16bit 
oe ana SOpEE sae | 3 755 Ra = @ S29GL512P11FFI010 recast [stabi [27v-3ev | 34me738 = 
- : © S29GL512P11TF1020 Tsop-s6 | st2Mbit | 27v-36v | 34M@741 = 
CFI, Parallel, 8M x 8bit / 4M x 16bit Parallel, 8M x 16bit 
ee lea at (Oe —_ 28 © S29GL128510DHI010 FBGA-64 | 128Mbit_| 27V-36V | 6312564 = 
See = St | 25 @ S29GL128S10DHI020 FBGAG4 | t2awbt | 27V-a6V ) 6372565 = 
= a Set | 2 ae @ S29G1 1285 10DHIV20 FBGA-64 | 12eMot | ~2.7V-3.6V | 6372563 = 
@ S29GLO64NGOTFIO40 SOP-48 GaMbit | 2.7V-3.6V | 50M8853 = = ae 
See aT ree Scr 3 73 6 = @ S29GL128S10TFI010 Tsop-s6 | 2ebt_[ 27v-3ev_| 6372568 = 
Se cCNaEER TSOPEE Sau | 73 ey = @ S29GL128S10TFI020 Tsop-56 | 2eMbit_[27v-36v_| 6372569 = 
an © S29GL128S90TFI010 Tsop-56 | 128Mbit | 27V-36v | 6372576 542 
© S29GL256P90TFIR20 SOP-56 | 256Mbit | 3V-3.6V | 34M8733 = eatallet Ox oui 
npr TSOR5s | aeeMat | VS 6y — eR = © S29GLO64N11FFIV10 FeGAe [Gabi | 27v-36v | 4apa772 3.92 
allel oN aah © S29GLO64N11TFIV10 Tsop-56 | 64Mbit_| 27V-36v | 83P3965 me 
ae anaceRECRID Ser TR TE — @ S29GLO64N1ITFIV20 Tsop-56. | 64Mbit_| 27v-36v | 44N7120 a 
@ S29GL01GS11DHIV20 FBGA-64 ieot | 27va6v | 4817577 | 10.71 sian 
@ S29GLO1GSTITFIVI0 TSOP-56 iept | 27v36v | 3975698 = 
Parallel, 128M x 8bit / 64M x ‘6bit 
@ S29GLO1GP12TFI010 TSOP-56 Tobit | 27V-36V | 27MO0s51 ma 
> CONTINUED > 
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SERIAL NOR FLASH MEMORY DEVICES RoHS 


a> < 


Compliant 
FEATURES Available 
@ Fast Page Access Time: 25ns » 
100,000 Erase Cycles (Typ.) per Sector SPANSION 
20 yr. Data Retention (Typ.) NX 


Hardware Reset Input Resets Device 
Support for CFI (Common Flash Interface) 
Single 3V Read/Program/Erase 


@ Indicates RoHS Compliant | Find Datasheets Online 


SERIAL NOR FLASH MEMORY DEVICES (CONT.) 


Memory Supply Price Each 
Mfg. Part No. Packaging Size Frequency | Voltage | Stock No. 1-9+ 
SPI, 1M x 8bit 
@ S25FL208KORMFI010 SOIC-8 8Mbit 76MHz | 2.7V-3.6V | 45W4067 = 
SPI, 2M x 8bit 
@ S25FL216KOPMFIO10 SOIC-8 16Mbit 65MHz | 2.7V-3.6V | 45W4073 = 


NOR Flash is the ideal memory for code storage in embedded systems due to its fast random read performance. @ S25FL116KOXMFIO11 SOIC-8 16Mbit 108MHz | 2.7V-3.6V | 17X9753 = 

This performance also supports XIP (eXecute In Place) functionality which allows host controllers to execute SPI, 32M x 8bit 

code directly from the NOR Flash Memory without needing to first copy the code to a RAM. Higher levels of Serial —— - 

NOR Memory performance have enabled XIP to be used on a wide variety of designs in many applications. @ S25FL256SAGBHICOO BGA-24 256Mbi 133MHz_| 2.7V-3.6V | 96W2390 nt 
MPN is formed by a valid combination of the following: @ S25FL256SAGBHID00 | BGA-24 | 256Mbit | 133MHz | 2.7V-3.6v | 96w2391 aa 
Device Family SO5FL @ S25FS256SDSMFIO01 | SOIC-16 | 256Mbit | 80MHz | 1.7V-2V | 20Xx1193 eI 

Spansion Memory 3.0 Volt-Only, @ S70FL256POXMFIO01 SOIC-16 | 256Mbi 104MHz | 2.7V-3.6V | 08X5977 = 
Serial Peripheral Interface (SPI) Flash Memory © S25FS256SAGMFIO0O | SOlc-16 | 25eMbit | 133MHz | 1.7Vv-2v | 20x1190 | 4.61 
Density 064 = 64 Mbit cE A 
@ S25FS256SAGMFI001 | SOIC-16 | 256Mbit | 133MHz | 1.7V-2V | 20x1191 2 
Device Technology P = 0.09 ym MirrorBit® Process Technology @ S25FL256SAGMFIRO1 SOIC-16 256Mbi 133MHz 27V-3.6V | 96W2302 4.32 
eae aC = = aa © S25FL256SAGMFIO00 | SOIC-16 | 256Mbit | 133MHz | 2.7V-3.6V | 7671527 = 
setae ee Ws G-contaet WGON @.x Bran packer @ S25FL256SAGMFIGO! | Solc-16 | 25embit | 133MHz | 2.7v-3ev | 8973242 | 4.30 
B = 24-ball BGA 6 x 8 mm package, 1.00 mm pitch @ S25FS256SDSNEI001 | WSON-16 | 256Mbit | 80MHz | 1.7V-2v | 20Xx1194 a 
Package Materials F = Lead (Pb)-free @ S25FS256SAGNFI001 WSON-16 | 256Mbi 133MHz 1.7V-2V | 20X1192 = 
= - - 7 ——, = ao @ S25FL256SAGNFI000 | WSON-8 | 256Mbit | 133MHz | 2.7v-3.6v | 8973243 557 
emperature Range = Industrial °C to + 85° P 
V = Automotive In-cabin (-40°C to +105°C) SPI, 4M x Bbit_ : 
Model Number (Additional Ordering Options) 03 = 6 x 4 pin configuration BGA package @ S25FLO32POXMFIO13 SOIC-8 S2Mbit 104MHz _| 2.7V-3.6V |ESURGS22 = 
02 = 5x 5 pin configuration BGA package @ S25FL132KOXMFIO17 | SOIC-8 | 32Mbit | 108MHz | 27V-3.6v | 18x3622 = 
00 = 16-pin SO package / 8-contact WSON package SPI, 512K x 8bit 
Packing Type : sae @S25FL204KOTMFIOGD | SOIC-8 | 4Mbit [| 86MHz | 27V-3.6v | 45wa064 = 
= lube ry 
3 = 13" Tape and Reel SPI, 64M x 8bit 
: @ S25FL512SAGBHIC10 | BGA-24 | S12Mbit | 133MHz | 2.7V-3.6V | 8973248 ae 
Memory Supply | Price Each” SPI, 8M x 8bit 
— Mig.\PartNo, Packaging | _Size__| Frequency | Voltage _|ESIOesiNG= ENIAI# @ S25FLO64POXMFIO03 | SOIC-16 | 64Mbit | 104MHz | 2.7V-3.6V | 55R7078 ay 
Serial, 4K x 256Byte EEE Me @ S25FL164KOXMFIO01 | SOIC-16 | 64Mbit | 108MHz | 2.7V-3.6V | 08X5952 om 
: a oe - 7 — = @ S25FL164KOXMFIO11 SOIC-8 64Mbit | 108MHz | 2.7V-3.6V | 08X5955 = 
a a SOCTe- | S| tomas @ S25FL164KOXNFIO11 | WSON-8 | 64Mbit | 108MHz | 2.7V-3.6V | 08Xx5958 = 
= : cae a = PIM_211874 
@ S25FLO32POXMFIO00 | SOIC-16 | 32Mbit | 104MHz | 2.7V-3.6V | 83P3959 nae 
@ S25FLOS4POXMFIO01 | SOIC-16 | G4Mbit | 104MHz | 2.7V-3.6V | 25R3528 = 
@ S25FLO64POXMFIO00 | Solc-16 | 6aMbit | 1oamHz | 2.7V-3.6v | 32R8085 = PARALLEL NOR FLASH MEMORY Gepiimoint / 
@ S25FL512SAGMFI011 | SOIC-16 | 512Mbit | 133MHz | 2.7V-3.6v | 8973260 = DEVICES Avaliable SPANSION: 
@ S25FLO32POXMFIO11. | SOIC-8 | 32Mbit | 104MHz | 27v-3.6v | s3P3962 = 
@ S25FLO32POXMFIO10 | SOIC-8 | 32Mbit | 104MHz | 27V-3.6V | 83P3961 = ~~ 
@ S25FLO64POXNFI000 | WSON-8 | 64Mbit | 104MHz | 2.7V-3.6V | 78R6724 = bytes! Ps Soot) , 
= = : ingle 3V power supply model number: 
@ S25FL128SAGNFI001_| WSON-8 | 128Mbit | 133MHz_| 2.7V-3.6V | 7611520 = © AL-J Family have Standard Interface © 01 = Top Boot Device, 4 Banks: 4/12/12/4 Mb 
@ S25FL256SAGNFI001 WSON-8 | 256Mbit 133MHz | 2.7V-3.6V | 8973244 6.29 @ JL-J/PL-J Family have Simultaneous read/write © 02= Bottom Boot Device, 4 Banks: 4/12/12/4 Mb 
a P © CFI (Common Flash Interface) compliant © 21= Top Boot Device, 2 Banks: 4/28 Mb 
Serial, SPI, 46M x Bbit ; @ 1 million cycles endurance @ 22 = Bottom Boot Device, 2 Banks: 4/28 Mb 
@ S25FL128POXNFI001 | WSON-8 | 128Mbit | 104MHz | 2.7V-3.6V | 44N7118 = S29AL model number: © 31= Top Boot Device, 2 Banks: 8/24 Mb 
Serial, SPI, 8K x 256Byte © 01=VCC = 2.7-3.6V, top boot sector device (CFI @ 32= Bottom Boot Device, 2 Banks: 8/24 Mb 
= ¥ * Z Support) © 41 = Top Boot Device, 2 Banks: 16/16 Mb 
© S25FLZ1GKOPMFIOTt celta. JOM 6oMHz 27V3.6V [ESSINAOIS — @ 02 =VCC = 2.7-3.6V, bottom boot sector device © 42 = Bottom Boot Device, 2 Banks: 16/16 Mb 
SPI (CFI Support) $29PL- model number: 
@ S25FLO32POXBHI020 | BGA-24 | 32Mbit | 104MHz | 2.7V-3.6V | 8970806 am  03=VCC = 2.7-3.6V, top boot sector device (No @ 00 = 3.0V VIO, 80-ball 11 x 8 mm FBGA (VBG080) 
= - F z CFI Support) © 01= 1.8V VIO, 80-ball 11 x 8 mm FBGA (VBG080) 
= peor DosR ONEH 020 Bones eave (O4MHzZ | 2.7V-3.6V [RGSIZSSY = @ 04 =VCC = 2.7-3.6V, bottom boot sector device @ 02= 3.0V VIO, 64-ball 8 x 11.6 mm FBGA 
@ S25FL256SAGBHI200 | BGA-24 | 256Mbit | 133MHz | 2.7V-3.6v | 7671523 a (No CFI Suppor) (VBHO84 
@ S25FL512SAGBHI310 | BGA-24 | Si2mbit | 133MHz | 2.7V-3.6v | 8973254 ag @ R1=VCC =3.0-3.6V, top boot sector device (CFI @ 12 = 3.0V VIO, 48-ball 8 x 6 mm FBGA (VBK048) 
: - : : Support) © 13= 3.0V VIO, 56-pin 20 x 14 mm TSOP (TS056) 
@S2EFLIZESAGMFION | SOIC-16 | 12eMbit | 133MHz_| 2.7V-3.6V [AONSIS eRe © R2=VCC =3.0-3.6V, bottom boot sector device @ 15= 3.0V’ VIO, 56-ball 7 x 9 mm FBGA (VBU056) 
@ S25FL256SAGMFI001 SOIC-16 256Mbt 133MHz_| 2.7V-3.6V_|RIGMIS25 4.32 Parallel NOR Flash Memory is designed to provide fast random access read performance and high bandwidth. 
; ry is designed to p p g 
@ S25FL256SAGMFIO11 SOIC-16 | 256Mbit | 133MHz | 2.7V-3.6V | 7671530 = NOR Flash family is optimized for the voltage, density, cost-per-bit, reliability, performance and scalability needs 
@ S25FL512SDPMFI011 soic-16 | 512Mbi 66MHz 2.7V-3.6V | 8973267 771 of a wide variety of embedded applications. Each device requires only a single 3.0V power supply for read and 
© S25FL512SAGMFIGN Soic-16 | 512Mbi 133MHz | 2.7v-3.6v | 8973257 771 write functions and is entirely command set compatible with the JEDEC Flash standards. 
@ S25FL127SABNEI101_| USON-8 | 127Mbit | 108MHz | 27V-36v | 97w1304 | 0.68 ; Memory | Supply ierice Each 
@ S25FLI16KOXNEIO1 | WSON-8 | ‘eMbit [ 108MHz | 27V-3.6v | 18x3621 = Mfg. PartNo. ___|_Packaging Size Voltage _[EiStockiNos I-23 
@ S25FLO32POXNFION7 | WSON-S | 32Mbit | 104MHz | 27V-3.6v | 78R6723 == CFI, Parallel, 1M x 8bit/ 512K a — a 
@ S25FLOG4POXNFIO01 | WSON-8 | 64Mbit | 10aMHz | 2.7V-36V | 78R6725 = SecUn SOE isaeak = eee = 
@ S25FL128SAGNFIO11 | WSON-8 | 128Mbit | 133MHz | 2.7V-3.6V | 7671522 3.18 eS SORDID - —~ ue 
SPIneMe ah @ S29AL008J70TF1020 TSOP-48 BMbit 27V-3.6V |  43P9764 173 
@ S25FLI27SABBHICOO | BGA24 | 128Mbit | 108MHz | 27V-36V | 9oW2387 |] CFI, Parallel, 2M x 16bit nap a 
@ S25FL128SAGBHIA10 | BGA-24 | 128Mbit | 133MHz | 2.7V-3.6V | 7671508 3.19 SSZOR eA TOBALIZD Se un Smad canes = 
© S25FL129P0XMFIO00 | SOIC-16 | 12eMbit | 104MHz | 2.7V-3.6v | 55R7079 = oe ei ERTS ! NS = 
© S25FL128SAGMFIGO1 | SOIC-16 | 12eMbit | 133MHz | 2.7V-3.6v | 08x5946 | 3.19 pe sree) x Soe as — z Er Ta 
@ S25FL128SAGMFI000 | SOIC-16 | 128Mbit | 133MHz | 2.7V-3.6V | 7671515 3.18 SSA TIS UMOBRIIG as OF ze AMG TSG ae ua 
© S25FLI28SAGMFIO03 | SOIC-16 | t2embit | 133MHz | 27V-a6v | 45wa0c0 | 3.47 SSL UISHOTE MG SOPs aR oniaey tCEPTEF ue 
@ S25FL128SAGMFIO10 | SOIC-16 | 128Mbit | 133MHz | 2.7V-3.6V | 76T1517 2.53 SETH 7 = : —_ Ze 
© S25FL128SAGMFIRO’ | SOIC-16 | 12eMbit | 133MHz | 27V-36V| 7eT1514 | 4.65 eral eM x Wek SSRIS an a 
@ S25FS128SAGMFI100 | Soic-8 | 12eMbit | 133MHz | 1.7V-2V | 20x1186 = i ae a eee za 
@ S25FS128SAGMFI101 | SOIC-8 | 128Mbit | 133MHz | 1.7v-2v | 20x1187 = a pana o he zs! = 
© S25FS128SDSNFI101 | WSON-S | 128Mbit | soMHz | 1.7V-2V | 20x1189 | 3.49 neta e een ene = at za a ee 
@ S25FS128SAGNFI101 | WSON-8 | 12embit | 133MHz | 1.7v-2v | 20x118@8 | 3.47 @SeeLOs2/TOT F120 SOPdE ae shay (aonaa3s = 
@ S25FL128SAGNFIO00 | WSON-8 | 128Mbit | 133MHz | 27V-36V | 7671519 ee Ss 2geDs2 NOTE 02D z ! di es 
> CONTINUED > > CONTINUED > 
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MEMORY & COMMUNICATION ICS 
FLASH MEMORY ICS 


PARALLEL NAND FLASH MEMORY DEVICES (CONT.) 


Memory Supply [Price Each Memory Supply | Price Each 
Mfg. Part No. Packaging Size Voltage Stock No. 1-9+ Mfg. Part No. Packaging Size Voltage Stock No. 1-9+ 

CFI, Parallel, 4M x 8bit / 2M x 16bit Parallel, 512M x 8bit 
@ S29JL032J70TFI310 TSOP-48 32Mbit 2.7V-3.6V 90R9335 = @ S34ML04G100BHI000 BGA-63 4Gbit 2.7V-3.6V 454084 = 
@ S29JL032J70TF1420 TSOP-48 32Mbit 2.7V-3.6V 90R9338 3:78) @ S34ML04G200BHI000 BGA-63 4Gbit 2.7V-3.6V 84W9357 2.69 
CFI, Parallel, 8M x 8bit / 4M x 16bit @ S34ML04G100TFI000 TSOP-48 4096Mbit 2.7V-3.6V 05W4751 — 
@ S29JL064J70TFI000 TSOP-48 64Mbit 2.7V-3.6V 90R9341 = Parallel, 64M x 16bit 
@ S29JL064J55TFI000 TSOP-48 64Mbit 2.7V-3.6V 90R9339 — @ S34MS02G104BHI010 BGA-63 | 2Gbit 1.7V-1.95V 84W9363 = 
Parallel, 1M x 8bit Parallel, 64M x 8bit 
@ S29AL008J70BF1010 FPBGA-48 8Mbit 2.7V-3.6V 43P9761 1.60 @ S34MS04G100BHI000 BGA-63 4Gbit 1.7V-1.95V 08X5965 = 
@ S29AL008J55TFIR10 TSOP-48 8Mbit 2.7V-3.6V 43P9760 1.64 @ S34MS04G200BHI000 BGA-63 4Gbit 1.7V-1.95V 08X5967 = 
Parallel, 2M x 8bit PIM_211876 
@ S29AL016J55TFIR10 TSOP-48 16Mbit 2.7V-3.6V 55R7084 203) 
parallel a eea NON-VOLATILE MEMORY Rls ‘Ti 
@ S29JL032J70TFI010 TSOP-48 32Mbit 2.7V-3.6V 90R9331 = compliant 
@ S29JL032J70TFI210 TSOP-48 32Mbit 2.7V-3.6V 90R9333 = » t | life.augmented 
Parallel, 8M x 16bit Zero Power RAMs (ZPRs) are electronic memory elements to buffer machine data. They are used in older 
@ S29PL127J70BAI000 FPBGA-80 | 128Mbit 2.7V-3.6V 70K5152 - winder controls in order to store offset values, initializing data and operating data. 
Parallel, 8M x 8bit ZEROPOWER® NVRAMs combine Low Power SRAMs and Automatic Battery Switchover and Write Protect 

; : circuits to implement Non-Volatile RAMs. They can be used just like standard SRAMs, but retain their contents 
@ S29JL064J70TFI003 TSOP-48 64Mbit 2.7V-3.6V 84W9353 -— when power is removed. 


PIM_211875 


PARALLEL NAND FLASH MEMORY 
DEVICES 


aN 


SPANSION’ 
N 


RoHS 
Compliant 
Available 


© Densities: 1Gb to 16Gb 
@ Voltages: 3 V and 1.8 V options 


FEATURES 

@ 100,000 Program / Erase cycles 
@ 10 Year Data retention @ ndustrial temp range (-40°C to 85°C) 

@ Open NAND Flash Interface (ONFI) 1.0 compliant — @ Industrial plus temp range (-40°C to 105°C) 


NAND products add reliable, high density data storage to the flash product line. NAND product portfolio includes 
two standard product families supporting 1bit and 4 bit ECC options. They are available in 1Gb to 16Gb densities. 


MPN is formed by a valid combination of the following: 


Device Family S34MS: 1.8V Cypress SLC NAND Flash Memory for Embedded 
S34ML: Cypress SLC NAND Flash Memory for Embedded 


01G = 1Gb 
02G = 2Gb 
04G = 4Gb 
2 = Cypress NAND Revision 2 (32 nm) 
00 = x8NAND, single die 
04 = x16 NAND, single die 
B = 63-Ball BGA 
G=67-Ball BGA 
T=TSOP 
F = Lead (Pb)-free 
H = Lead (Pb)-free and Low Halogen 
| = Industrial (-40°C to + 85°C) 
A= Industrial with AECQ-100 and GT Grade (-40 IC to +85 IC) 
V = Industrial Plus (-40°C to + 105°C) 
B = Industrial Plus with AECQ-100 and GT Grade (-40 IC to +105 IC) 
00 = Standard Interface / ONFI (x8) 
00 = Standard Interface (x16) 


Density 


Technology 
Bus Width 


Package 


Materials Se 


Temperature Range 


Model Number 


TIMEKEEPER NVRAMs are like ZEROPOWER® NVRAMs, but also include Non-Volatile Real-Time Clocks. 
Automatic Battery Switchover and Write Protect circuits supply continuous power to the Low-Power SRAM and 
RTC to keep time and retain the memory when power is removed. 
The M48Z02/12 ZEROPOWER®RAM is a 2 K x 8 non-volatile static RAM which is pin and function compatible 
with the DS1220. A special 24-pin, 600 mil DIP CAPHAT™ package houses the M48Z02/12 silicon with a long- 
life lithium button cell to form a highly integrated battery-backed memory solution. The M48Z02/12 button cell 
has sufficient capacity and storage life to maintain data functionality for an accumulated time period of at least 
10years in the absence of power over commercial operating temperature range. 
The M48Z08/18 ZEROPOWER®RANM is an 8 K x 8 non-volatile static RAM which is pin and function compatible 
with the DS1225.The monolithic chip provides a highly integrated battery-backed memory solution. The 
M48Z08/18 is a non-volatile pin and function equivalent to any JEDEC standard 8 K x 8 SRAM. It also easily fits 
into many ROM, EPROM, and EEPROM sockets, providing the non-volatility of PROMs without any requirement 
for special write timing or limitations on the number of writes that can be performed. 


Memory | Access Supply Price Each 
Mfg. Part No. Packaging Size Time Voltage Stock No. 1-9+ 
Parallel, 2K x 8bit 
@ M48Z02-70PC1 DIP-24 16Kbit 70ns 4.75V-5.5V | 89K1473 — 
@ M48212-150PC1 DIP-24 16Kbit 150ns 4.5V-5.5V 89K1475 = 
@ M48Z02-150PC1 DIP-24 16Kbit 150ns 4.75V-5.5V | 89K0828 = 
Parallel, 32K x 8bit 
@ M48Z35Y-70PC1 DIP-28 256Kbit | 70ns 4.5V-5.5V 89K1480 = 
Parallel, 8K x 8bit 
@ M48Z18-100PC1 DIP-28 64Kbit 100ns 4.5V-5.5V 89K1478 = 
@ M48Z08-100PC1 DIP-28 64Kbit 100ns 4.75V-5.5V | 89K1474 = 
PIM_83729 
ZIGBEE TRANSCEIVERS 


RoHS _ ® 
Compliant 
Available 


01 = ONFI (x16) 
Packing Type 0 = Tray 
3 = 13” Tape and Reel 
Memory Supply Price Each 

Mfg. Part No. Packaging Size Voltage Stock No. 1-9+ 

Parallel Features: © Special IEEE 802.15.4-2006 Hardware Support 
F @ High Performance RF-CMOS 2.4 GHz @ Industrial and Extend 

SS SSAM CONG ZOO TEIO00 SOR AS IDeAMbIL 2INSOV eoMlzZe6) ae Radio Transceiver Targeted for IEEE 802.15.4™, © ed Temperature Range 
© S34ML04G200TF1000 TSOP-48 | 2048Mbit_ | 2.7V-3.6V_ | 84W9358 a ZigBee®, BLOWPAN, RF4CE, SP100, Wire- © Compliant to IEEE 802.15.4-2006 and IEEE 
Parallel, 128M x 8bit lessHART™ and ISM Applications 802.15.4-2003 

: : @ Industry Leading Link Budget (104 dB) © Compliant to EN 300 328/440, FCC-CFR-47 Part 
Se SAMSNICIB HIN Bene 1Gbit_ | 11.95 _ [SSIES = Ultra-Low Current Consumption 15, ARIB STD-T68, RSS-210 
@ S34ML01G100BHI000 BGA-63 1Gbit 2.7V-3.6V 45W4082 Bee © Easy to Use Interface 
@ S34ML01G200BHI000 BGA-63 1Gbi 2.7V-3.6V 55W7284 ma Low Power 2.4 GHz Transceivers for ZigBee IEEE 802.15.4, BLOWPAN, RF4CE, SP100, WirelessHART and 

5 ¥ 7 Z ISM Applications 
SSAMLOIGTOOT HOD Js0rea 100) 2IN3EV WaRIAY = Suffix ZU - Temperature Range Industrial (-40° C to +85° C) Lead-free/Halogen-free 
@ S34ML01G100TFI003 TSOP-48 1Gbi 2.7V-3.6V 05w4748 _ Suffix ZF -Temperature Range Industrial (-40° C to +125° C) Lead-free/Halogen-free 
@ S34ML08G101TFIO00 TSOP-48 8Gbi 4.7V-1.95V 96W2395 ae Package Type - 32QN2, 32 lead 5.0x5.0 mm Body, 0.50 mm Pitch, Quad Flat No-lead Package (QFN) Sawn 
@ S34ML08G201TFI000 TSOP-48 8Gbi 1.7V-1.95V 08X5963 -— Supply Data RF/IF Price Each 
Parallel, 1G x 8bit Mfg. Part No. Voltage Rate Sensitivity | Modulation | Stock No. 1-9+ 
@ S34ML08G101BHI000 BGA-63 8Gbi 2.7V-3.6V 55W7288 aa QFN-32 Pins, 2.405 GHz to 2.48 GHz 
@ S34ML08G101TFI200 TSOP-48 8Gbi 2.7V-3.6V 84W9360 may @AT86RF231-ZF | 1.8Vto3.6V | 2Mbps -101dBm 0-QPSK 6874734 3.99 
Parallel, 256M x 8bit @ AT86RF231-ZFR |1.8V to3.6V 2Mbps -101dBm O-QPSK 6874735 4.06 
@ S34ML02G100TFI000 Tsop-48 [| 2048Mbit | 27V-3.6v_ | oswa749 = @ATBERF231-2U | 1.8Vt03.6V | 2Mbps | -101dBm | O-QPSK | 6874736 3.85 
Parallel, 32M x 16bit @AT86RF231-ZUR |1.8Vto3.6V | 2Mbps -101dBm O-QPSK 7273087 3.92 
@ S34MS04G204BHI010 BGA-63 4Gbi 1.7V-1.95V 08X5968 = QFN-32 Pins, 2.48 GHz to 2.405 GHz 
@ S34MS04G204TFI010 TSOP-48 4Gbit 1.7V-1.95V 08X5970 = @ATE6RF232-2X | 1.8Vto3.6V | 250Kbps | -100dBm 0-QPSK 9270949 2.84 
PIM_197999 
> CONTINUED > 
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ZigBee™ TECHNOLOGY PRODUCTS ~ Y » SRAM MEMORY (CONT.) 
TRANSCEIVERS XN ad 5 
© Supply Voltage: 2.0 to 3.4V av. Case | No.of | Memory | Access peed eal 
© Supply Current @ 1% Duty Cycle: mA Gee timoint Mfg. Part No. Style Pins Size Time Stock No. 1-9+ 
© Standby Current: 500 HA Available 128K x 8bit 
pita cee a to aig © CY7C109D-10VXxI sos | 32Pins | 1Mbit | 10ns | 19M3184 3.63 
‘ontrol Interface: 
© Data Rate: 250kbps @ CY7C109D-10ZXI! TSOP 32 Pins 1 Mbit 10 ns 19M3185 — 
@ Package: 32-QFN @ CY62128ELL-45SxXI SOIC 32 Pins 1 Mbit 45 ns 19M2395 2.89 
teers 3 : Raper 4 @ CY62128EV30LL-45SXI soic | 32Pins | 1Mbit | 45ns | 19M2401 4.49 
upply Voltage: 2.0 to 3. ; ; 
© Supply Current @ 1% Duty Cycle, CPU @ 20MHz: ® Data Rate: 250kbps @ CY62128EV30LL-45ZAXI TSOP 32 Pins 1 Mbit 45 ns 19M2403 1.92 
31.1mA TX, 38.1mA RX @ TX/RX Switch: Yes @ CY62128EV30LL-45ZXI TSOP 32 Pins 1 Mbit 45 ns 19M2405 ae 
© Standby Current: 0.2 to 0.675mA ® Core: HCS08 256K x 18bit 
@ Frequency: 2.4 to 2.5GHz @ Interfaces and Peripherals: 12C, SCI (2), Timer/ = : 
© Sensitivity @ 1% PER: -92 dBm Pwm(2), KBI,8-Ch., 10-bit ADC, Up to 32 GPIO @ CY7C1352G-133AXC TQFP 100 Pins 4 Mbit 4ns 19M3334 = 
@ Package: 71-LGA 2M x 36bit 
NXP Semiconductor draws on extensive radio frequency (RF) and wireless experience accumulated from more @ CY7C4041KV13-667FCXC FBGA | 361 Pins | 72 Mbit 20 ns 49X8420 aaa 
than 50 years of developing semiconductor products. To help you determine the best fit of transceiver and MCU, 2M x 8bit / 1M x 16bi 
the products summary offers a matrix of ZigBee™ technology transceivers which may be paired with the NXP x Bbit x 16bit 
8-bit or 32-bit MCU’s for system solutions. CY62167DV30LL-55BVI BGA 48 Pins 16 Mbit 55 ns 19M2508 = 
MC13212 - 2KB RAM, 32KB Flash (Intended for 802.15.4 Standard compliant applications and Freescale @ CY62167EV30LL-45ZXI TSOP-| | 48 Pins 16 Mbit 45 ns 411334 16.34 
802.15.4 MAC) : . 
MC13213 - 4KB RAM, 60KB Flash (Intended for 802.15.4 Standard compliant applications and the Freescale 32K x 16bit 
802.15.4 MAC and fully ZigBee compliant Freescale BeeStack) @ CY7C1020DV33-10ZSXI TSOP 44 Pins | 512 Kbi 10 ns 19M2910 Re 
Supply Data RF / IF | Price Each 32K x 8bit 
Mfg. Part No. Voltage Rate Sensitivity | Modulation | Stock No. 1-9+ @ CY7C1399BN-12ZXC TSSOP | 28Pins | 256 Kbi 12ns 19M3555 & 
LGA-71 Pins, 2.405 GHz to 2.48 GHz @ CY62256NLL-70SNXC SOIC 28 Pins | 256 Kbi 70 ns 19M2557 = 
@ MC13212 2V to 3.4V 250Kbps -92dBm 0-QPSK 81K2749 — 4M x 18bit 
@ MC13213 2Vt03.4V 250Kbps -92dBm 0-QPSK 81K2751 5.89 @ CY7C4021KV13-667FCXC. FBGA | 361 Pins | 72 Mbit 50 ns 49X8419 — 
QFN-32 Pins, 2.405 GHz to 2.48 GHz 4M x 36bit 
@MC13202FC | 2Vto3.4V 250Kbps -92dBm 0-QPSK 81K2743 4.52 @ CY7C4141KV13-600FCXC. FBGA | 361 Pins | 144 Mbi 50 ns 49X8425 — 
Accessories @ CY7C4141KV13-667FCXC. FBGA | 361 Pins | 144 Mbi 50 ns 49X8426 — 
For Use Price Each 512K x 16bit 
Mfg. Part No. With Stock No. 1+ @ CY62157ELL-45ZSxI TSOP 44 Pins 8 Mbi 45 ns 19M2488 17.28 
@ 1323XDSK 4779853 248.99 @ CY62157EV30LL-45BVXI BGA 48 Pins 8 Mbi 45 ns 19M2494 9.02 
@ 1323XDSK-BDM ae 4779854 349.09 @ CY62157EV30LL-45ZSXI TSOP 44 Pins 8 Mbi 45 ns 19M2496 = 
@ 1320XRFC MCU HCS08, S12, Coldfire families 81K5785 98.85 @ CY62157EV30LL-45ZXI TSOP 48 Pins 8 Mbit 45 ns 19M2498 = 
PIM_89417 64K x 16bit 
@ CY7C1021D-10ZSXI TSOP-II | 44 Pins 1 Mbi 10 ns 19M3028 4.68 
SRAM MEMORY Fok => @ CY7C1021DV33-10VXI SOJ 44 ie 1 aL 10 ns 19M3030 2.53 
Features: ea —— =. @ CY7C1021DV33-10ZSXI TSOP 44 Pins 1 Mbii 10 ns 19M3031 ae 
@ High reliability: Soft-Error Rate < 0.1FIT/Mbit SS=2 CYPRESS @ CY7C1021DV33-10ZSXIT TSOP 44 Pins 1 Mbil 10 ns 41M1365 2.26 
# ERR pin'to indicate single biterrors. . pEeRFORM  @CY62126EV30LL-45zSx1_| TSOP | 44Pins | 1Mbit | 45ns | 19M2365 = 
@ Density options: 4-Mbit, 8-Mbit, 16-Mbit A 
@ Fast access time: 10ns (FAST) 8M x 18bit 
© Ultra-low standby current: 8.7A (4-Mbit MoBL®) @ CY7C4121KV13-600FCXC FBGA | 361Pins | 144Mbit | 50ns 49X8421 = 
® Bus-width configurations: x8, x16 and x32 @ CY7C4121KV13-667FCXC | FBGA | 361Pins | 144 Mbit | 50ns | 49Xx8422 
© Wide operating voltage range: 1.8-5.0V : - 
© Industrial and Automotive temperature grades @ CY7C4122KV13-106FCXC. FBGA | 361 Pins | 144 Mbit | 50ns 49X8423 = 
Asynchronous SRAM @ CY7C4122KV13-933FCXC. FBGA | 361 Pins 144 Mbit 50 ns 49X8424 = 
With the performance to serve a wide variety of high reliability industrial, communication, data processing, @ CY7C4142KV13-106FCXC_| FBGA | 361Pins | 144Mbit | 50ns | 49X8427 = 
medical, consumer and military applications, Fast and Micropower (MoBL®) SRAM devices are available with @ CY7C4142KV13-933FCXC FBGA | 361 Pins | 144.Mbit | 50ns 49X8428 =a 
on-chip ECC. These devices are form-fit-function compatible with older generation Asynchronous SRAMs. This 
allows you to improve system reliability without investing in PCB re-design. PIM_148666 
Ordering Code Definitions 
Company ID CY = Cypress CY = Cypress BLUETOOTH MODULES \ M 
Family Code 7 = SRAM 621 = MoBL SRAM family ICROCHIP 
Technology Code C=CMOS Density: 5 = 8-Mbit 
Part Identifier 1021, 4121, 4141 Buswidth: 7 = x 16 
Die Revision K=65nm, D=90nm D=90nm 
Voltage Vdd V13=1.3V, V33=3.3V Voltage with “LL” = Low Power 
Speed Grade 667 = 667 MHz; 600 = 600 MHz; 10 = 10ns XX = 45ns, 55ns 
Package Type FC = 361-ball Flip Chip BGA XX = BV or ZS orZ Features © Supports HID profile for making accessories such 
XX = ZS or BV BV = 48-ball VFBGA © Fully qualified Class 1 (RN41), Class 2 (RN42), as keyboards, mouse, pointing devices 
ZS = 44-pin TSOP Il ZS = 44-pin TSOP II Bluetooth® 2.1 + EDR module @ Programmable low power modes 
BV = 48-ball VFBGA Z = 48-pin TSOP | ® Bluetooth® SIG qualified @ Secure communications, 128 bit encryption 
Pb X= Pb Free X= Pb Free @ UART (SPP or HCl) and USB (HCI only) data @ Error correction for guaranteed packet delivery 
: — : connection hardware interfaces @ UART local and over-the-air RF configuration 
Temperature Range: |= Industrial | = Industrial © Onboard embedded Bluetooth® stack (no host © Auto-discovery/pairing requires no software 
C = Commercial A= Automotive-A processor required) configuration (instant cable replacement) 
E = Automotive-E © Supports Bluetooth® data link to iPhone/iPad/ ® Castellated SMT pads for easy and reliable PCB 
Price Each iPod Touch mounting 
Case No. of | Memory | Access atte Ean RN Modules are stand-alone, small form factor and extremely low power complete Bluetooth networking 
Mfg. Part No. Style Pins Size Time | Stock No. 1-9+ modules used to add Buletooth capabilities to any embedded design. Smart modules are field ready evaluation 
128K x 16bit boards populated with the RN module of you choice. 
@ CY7C1011DV33-10ZSXI TSOP 44 Pins 2 Mbi 10 ns 19M2842 5.54 Receive Data Signal Price Each 
128K x 32bit Mfg. Part No. Sensitivity Rate Range Stock No. 1-24+ 
@ CY7C1338G-100AXC TQFP 100 Pins 4 Mbi 8ns 19M3269 = Bluetooth 2.1 + EDR - Class 1 
128K x 36bit @ RN41-I/RM -80dBm | 921Kbps 100m 06W3299 = 
@ CY7C1347G-133AXC | TQFP 100 Pins 4 Mbi 4ns 19M3296 = Bluetooth 2.1 + EDR - Class 1, Class 2 
128K x 8bit RN-41-SM -80dBm 3Mbps 100m 27W2084 on 
@ CY7C1009D-10VXI SOJ 32 Pins 1 Mbi 10 ns 19M2831 4.25 Bluetooth 2.1 + EDR - Class 2 
@ CY7C1018DV33-10VXI SOJ 32 Pins 1 Mbi 10 ns 19M2850 = @ RN42-I/RM -80dBm | 921Kbps 20m 06W3305 23.12 
@ CY7C1019D-10VXI SOJ 32 Pins 1 Mbi 10 ns 19M2879 = PIM_207781 
@ CY7C1019DV33-10VXI SOJ 32 Pins 1 Mbi 10 ns 19M2882 5.88 
@ CY7C1019DV33-10ZSXI TSOP-Il_| 32 Pins 1 Mbi 10 ns 19M2883 = 
> CONTINUED > 
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BLUETOOTH RF MODULES Panasonic LOGIC BUFFERS AND TRANSCEIVERS (CONT.) 
Case Supply Tape Cut 
Gee sinpiat Mfg. Part No. Style Voltage Stock No. 1-9+ 
Available Buffer 
@ SN74LVC1G125DRLR SOT-553-5 1.65 V-5.5 V 01X3093 as 
@ SN74LVTH125PW TSSOP-14 2.7 V-3.6 V 98K0496 — 
Buffer, Driver 
PAN1720 
Features: © Proprietary 2.4GHz systems e SNTALVCOSAFWR TSSOP-14 1.65 V-3.6 V 33X1412 — 
© Frequency: 2.4 GHz © Human interface devices Buffer, Schmitt Trigger 
e Encryption: Available e Sports and leisure equipment @ SN74AUP1G17DBVR SOT-23-5 800 mV-3.6 V 33X1388 _ 
@ Network Size: 8 Nodes @ Mobile phone accessories Buffer / Driver 
© Battery Life: Days © Consumer electronics 
© Speed: Up to 3 MBit/s (air, gross) © USB Dongles @ SN74AUP1G07DCKR SC-70-5 800 mV-3.6 V 33X1384 ae 
Applications: @ Health care and medical Buffer / Line Driver 
@ 2.4GHz Bluetooth low energy systems DIP-16 2V6V 5ORG465 = 
Bluetooth modules are based on IEEE 802.15.1 and was developed for the purpose of sending larger amounts SSNTATICSGON 
of data quickly from computers to PDAs to cell phones or other portable handheld devices. Key features include @ SN74AC244N DIP-20 2V-6V 50R5842 1.417 
high data rate, frequency hopping, very small form factor and modest power consumption. @ SN74LVC1G240DCKR SC-70-5 1.65 V-5.5 V 33X1420 = 
Receive Data Tape Cut @ SN74AHC1G126DCKR SC-70-5 2V-5.5V 01X3056 — 
Mfg. Part No. Sensitivity Rate Stock No. 1-9+ @ SN74HC241DW SOIC-20 2V-6V 98K0378 = 
Bluetooth 2.0 + EDR - Class 2 @ SN74LVC244ADBR SSOP-20 1.65 V-3.6 V 13M5302 0.55 
@ ENW-89815A3KF -86dBm 3Mbps__ | __—_5874669 = @ SN74HC125PWR TSSOP-14 2V-6V 33X1402 = 
Bluetooth 4.0 - Class 1, Class 2 @ SN74ABT125PW TSSOP-14 4.5 V-5.5V 50R5697 1.00 
@ ENW-89829A2KF -93dBm 3Mbps 498295 10.64 @ SN74AC244PWR TSSOP-20 2V-6V 01X3048 = 
@ ENW-89823A2KF -93dBm 3Mbps 49ws292 15.52 @ SN74HC244PW TSSOP-20 2V-6V 26M3291 = 
@ ENW-89823C2KF -93dBm 3Mbps 49W8293 8.70 @ SN74ABT541BPWR TSSOP-20 45V-55V 01X3041 = 
@ ENW-89829C2KF -93dBm 3Mbps 49W8296 15.92 @ SN74HCT541PWR TSSOP-20 45V-5.5V 01X3074 = 
@ ENW-89842A2KF -93dBm 3Mbps 64W2477 11.70 Transceiver 
Bluetooth 4.0 - Class 2 @ SN74LV245ADW SOIC-20 2V-5.5V 50R6728 = 
@ ENW-89837A3KF -88dBm 3Mbps 64W2471 - Transceiver, Non Inverting 
@ ENW-89846A1KF -93dBm 10Kbps 51X2287 17.26 @ 74ACT16245DGGR TSSOP-48 4.5 V-5.5V 01X3182 = 
@ ENW-89835A1KF -93dBm 3Mbps 49W8298 ae PIM_5575909 
@ ENW-89835A3KF -93dBm 3Mbps 64W2469 = 
eet atin —| ite — | © OCTAL BUS TRANSCEIVER Bean KB Tas 
@ ENW-89820A3KF -96dBm ps A2i2 Available INSTRUMENTS 


PIM_208934 


BLUETOOTH / SERIAL ADAPTERS 


KR MICROCHIP 


These adapters and dongles offer users a quick solution to add Bluetooth to a device with RS-232 or USB 
connectivity. Smaller than a business card, easily attaches to RS232 or 422 serial ports via DB9 male or female 
connector. Often no software configuration is needed, just plug it on and start connecting. 

Three connection modes are available: 

Slave Mode - Bluetooth clients, such as Palm/Pocket PC PDA's, laptops, scanners, cellphones directly connect 
via Bluetooth Serial Port Profile, creating a Virtual COM port on the client. 

Instant Cable - matched pair of modules link to each other for a wireless cable replacement. 

Master Modes - Modules can automatically (or manually via software control codes) discover and connect to 
other Bluetooth SPP devices in master mode. Can also trigger on incoming data and auto disconnect when data 
transfer is complete to minimize power. 

Suffix “M’” - male connector; Suffix “F” - female connector 


Data Signal Price Each 
Mfg. Part No. Rate Range Stock No. 1-9+ 
Bluetooth 2.1 + EDR - Class 4 
@ RN-240F 464Kbps 100m 06W3270 aes 
@ RN-240M 464Kbps 100m 06W3271 = 
PIM_207783 
Frequency/Voltage 
The LM2907 and LM2917 devices are monolithic frequency-to-voltage converters with a high gain op amp 
designed to operate a relay, lamp, or other load when the input frequency reaches or exceeds a selected rate. 
The tachometer uses a charge pump technique and offers frequency doubling for lowripple, full-input protection 
in two versions (8-pin LM2907 and LM2917), and its output swings to ground for a zero frequency input. 
Supply Price Each 

Mfg. Part No. Frequency | Case Style | Voltage | Linearity | Stock No. 1-9+ 
Frequency/Voltage 
@ LM2907N-8/NOPB 10kHz DIP-8 28V 0.3% 41K4462 = 
@ LM2907M-8/NOPB 10kHz SOIC-8 28V 0.3% 41K4458 = 
@ LM2907N/NOPB 5kHz DIP-14 28V 0.3% 41K4463 = 
@ LM2917N/NOPB 5kHz DIP-14 28V 0.3% 41K4469 fee 
@ LM2917N-8/NOPB 5kHz DIP-8 +28V 1% 41K4468 ES 
@ LM2917M/NOPB 5kHz SOIC-14 28V 0.3% 41K4465 ane 
@ LM2917M-8/NOPB 5kHz SOIC-8 +28V 0.3% 41K4464 Ee 
PIM_5518611 


LOGIC BUFFERS AND TRANSCEIVERS epi i Texas 


\Compliant 
Available INSTRUMENTS 
Authorized Distributor 


Buffers and line drivers are designed specifically to improve both the performance and density of 3-state memory 
address drivers, clock drivers, and bus-oriented receivers and transmitters. 


> CONTINUED > 
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Authorized Distributor 
@ Inputs Accept Voltages to 5.5 V @ Inputs Are TTL-Voltage Compatible 


@ Max tpd of 8 ns at5 V 


This octal bus transceiver is designed for asynchronous two-way communication between data buses. The 
control-function implementation minimizes external timing requirements. 
Case Supply Price Each 
Mfg. Part No. Style Voltage Stock No. 1-9+ 

Transceiver 

@ SN74ACT245DW SOIC-20 4.5V-5.5V 98K0224 = 
PIM_5575917 

DECODERS / ENCODERS 


RoHS. rt 
Geena t} TEXAS 
Available INSTRUMENTS 
Authorized Distributor 


$SN74LS47D feature active-low outputs designed for driving, common-anode LEDs or incandescent indicators 
directly. 

CD74HC4511M have standard-size output transistors, but are capable of sourcing (at standard VOH levels) 
up to 7.5 mAat 4.5 V. 

CD4511BNSR combine the low quiescent power dissipation and high noise immunity features of RCA CMOS 
with n-p-n bipolar output transistors capable of sourcing up to 25 mA. 

CD4028BM96 are BCD-to-decimal or binary-to-octal decoders consisting of buffering on all 4 inputs, decoding- 
logic gates, and 10 output buffers. High drive capability is provided at all outputs to enhance de and dynamic 
performance in high fan-out applications. 

CD74HC137E are high speed silicon gate CMOS decoders well suited to memory address decoding or data 
routing applications. Both circuits feature low power consumption usually associated with CMOS circuitry, yet 


have speeds comparable to low power Schottky TTL logic. 
$N74HC139 is designed for high-performance memory-decoding or data-routing applications requiring very 
short propagation delay times. In high-performance memory systems, this decoder can minimize the effects 
of system decoding. 
Case Supply Tape Cut 
Mfg. Part No. Style Outputs Voltage Stock No. 1-9+ 
BCD to 7 Segment Decoder / Driver 
@ SN74LS47D SOIC-16 7 4.75 V-5.25 V 50R6572 = 
BCD to 7 Segment Latch / Decoder / Driver 
@ CD74HC4511M SOIC-16 7 2V-6V 50R5451 = 
@ CD4511BNSR SOIC-16 7 3V-18V 01X2946 0.95 
BCD to Decimal Decoder 
@ CD4028BM96 SOIC-16 10 3V-18V 01X2934 = 
Decoder / Demultiplexer 
CD74AC138E... DIP-16 8 1.5V-5.5V 10WX7913 = 
@ CD74HC137E DIP-16 8 2V-6V 50R5334 = 
@ SN74LVC139APWR TSSOP-16 4 1.65 V-3.6 V 33X1429 0.69 
@ SN74LV138APWR TSSOP-16 8 2V-5.5 V 33X1434 = 
@ SN74HC139PWR TSSOP-16 8 2V-6V 33X1404 = 
PIM_5575911 
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ANALOG DEVICES - OPERATIONAL Soper ANALOG ANALOG DEVICES - AMPLIFIER SELECTION (CONT.) 
AMPLIFIER SELECTION Available DEVICES Analog Devices focuses on designing amplifiers that deliver high performance and high value. ADI combines 
circuit design, manufacturing process innovation, and applications expertise to create products that simplify 
AHEAD OF WHAT'S POSSIBLE™ signal conditioning design. 
Analog Devices portfolio of high speed, rail to rail and precision op amps provides a broad choice of products Price Each 
delivering exceptional performance. Mfg. Part No. Description StockNo.|  1-4+ 
Price Each Audio Power 
Mfg. Part No. Description Stock No. 1-9+ @ OP275GPZ AB 2 Channel DIP 8 Pins 19M1029 — 
AD712 Precision High Speed Series @ SSM2019BNZ AB 1 Channel DIP 8 Pins 19M9007 = 
AD712AQ Dual 4 MHz 2 AMP 20 Vius DIP 8 Pins 05F7274 = @ SSM2375CBZ-REEL7 D 4 Channel 3 W LCSP 9 Pins 1977839 a 
@ AD712JNZ Dual 4 MHz 2 AMP 20 Vius DIP 8 Pins 59K4554 = @ SSM2537ACBZ-R7 D 4 Channel 2.7 W WLCSP 9 Pins 54w6624 a 
AD822 Low Power, Rail to Rail Series @ SSM2141PZ AB 1 Channel DIP 8 Pins 59K9094 pas 
@ AD822ARMZ Dual 1.8 MHz 2 AMP 3 V/us MSOP 8 Pins 19P8296 = @ SSM2167-1RMZ-REEL AB 1 Channel MSOP 10 Pins 88H0694 = 
@ EVAL-INAMP-82RZ ‘AD8221, AD8228, AD8421, INSTR AMP, EVALKIT | 26R2672 = Current Sense 
@ AD822ANZ Dual 1.8 MHz 2 AMP 3 V/us DIP 8 Pins 59K6487 _ @ ADG94ARZ Current Transmitter 3 AMP 1.5 nASOIC 16 Pins | 59K4525 =s 
@ AD822ARZ Dual 1.8 MHz 2 AMP 3 V/us SOIC 8 Pins 59K6490 _ @ ADG94JNZ Current Transmitter 4 AMP 1.5 nA DIP 16 Pins 59K4530 = 
AD825 Low Cost, General-Purpose High Speed Series Differential 
@ AD825ARZ Single 26 MHz 1 AMP 140 V/us SOIC 8 Pins 59K6528 = @ ADA4941-1YRZ Single-Supply 1 AMPs 400 uV 31 MHz 19M0653 = 
AD860x Precision, Low Noise Series @ AD629ARZ High Common-Mode Voltage 1 AMPs 200 uV 1 dB| 59K4427 = 
@ AD8605ARTZ-REEL7 Single 10 MHz 1 AMP 5 V/us SOT-23 5 Pins 19M8925 oe 500 kHz 
@ AD8606ARMZ-REEL Dual 10 MHz 2 AMP 5 V/us MSOP 8 Pins 59K6920 = @ AMP03GPZ Unity-Gain 1 AMPs 750 uV 1 dB 3 MHz 59K7592 = 
@ AD8606ACBZ-REEL7 Dual 10 MHz 2 AMP 5 V/us WLCSP 8 Pins 64M7588 ae @ AD8138ARZ Low Distortion 1 AMPs 3.5 mV 1.0045 dB 320 MHz | 88H0176 = 
@ AD8605ACBZ-REEL7 Single 10 MHz 1 AMP 5 V/us WLCSP 5 Pins 67W2756 = @ ADA4940-1ACPZ-R7 Low Distortion 1 AMPs 60 uV 260 MHz 9271800 _ 
AD8627 Precision, Low Power Series Instrument 
@ AD8627AKSZ-REEL7 Single 5 MHz 1 AMP 5 Vius SC-70 5 Pins 59K6990 a AD524AD 5 AMP 250 uV 5 V/us 25 MHz DIP 05F6909 = 
ADA4177 Precision, Low Noise Series AMPO1FX 1 AMP 100 uV 4.5 Vius 570 kHz DIP 05F7837 = 
@ ADA4177-1ARZ 3.5 MHz 1 AMP 1.5 Vius NSOIC 8 Pins 50Y1648 = @ AD524ADZ 1 AMP 250 uV 5 V/us 25 MHz DIP 13M6165 _ 
ADA4522 Rail to Rail, Ultra Low Noise Series @ AD524BDZ 5 AMP 100 uV 5 V/us 25 MHz DIP 13M6166 = 
@ ADA4522-4ARZ Zero Drift 2.7 MHz 4 AMP 1.8 V/us 59Y6672 a @ AD623ARMZ 1 AMP 500 uV 0.3 V/us 800 kHz MSOP 19M8824 = 
ADA4522-1ARMZ-R7_ | Rail-to-Rail 2.7 MHz 1 AMP 1.7 Vius MSOP 8 Pins | 89Y6954 = AD8221BR 1 AMP 25 uV 2 Vius 825 kHz 2.SOIC 19M8891 _ 
ADA4530 Femtoampere Input Bias Current Electrometer @ AD620BRZ AMP 15 uV 1.2 Vius 1 MHz 2.SOIC 56J9549 _ 
@ ADA4530-1ARZ 2 MHz 1 AMP 1.4 V/us NSOIC 8 Pins 70Y6519 = @ AD620ANZ 1 AMP 50 uV 1.2 V/us 1 MHz 2.DIP 59K4387 _ 
ADA4622 Precision, Low Bias Current Series @ AD620BNZ 1 AMP 15 uV 1.2 V/us 1 MHz 2.DIP 59K4388 ms 
@ ADA4622-2ARMZ Rail to Rail 8 MHz 2 AMP 23 V/us MSOP 8 Pins 59Y6675 = @ AD622ANZ ‘1 AMP 125 uV 1.2 V/us 1 MHz 2.DIP 59K4398 _ 
@ ADA4622-2ARZ Rail to Rail O/P 8 MHz 2 AMP 23 V/us NSOIC 8 Pins | 59Y6678 = @ ADG623ANZ 1 AMP 200 uV 0.3 V/us 800 kHz DIP 59K4402 a 
ADA480x Rail to Rail Series @ AD623ARZ 1 AMP 200 uV 0.3 Vius 800 kHz NSOIC 59K4403 = 
ADA4807-1AKSZ-R2 180 MHz 1 AMP 225 V/us SC-70 6 Pins 525584 = @ AMPO2FPZ 1 AMP 200 uV 6 Vius 1.2 MHz DIP 59K7588 = 
@ ADA4807-4ARUZ 180 MHz 4 AMP 160 V/us TSSOP 14 Pins 53Y1120 = @ AD8222BCPZ-R7 2 AMP 60 uV 2 Vius 1.2 MHz 2.LFCSP 672745 _ 
ADA4806-1ARJZ-R2_ | Rail to Rail 120 MHz 1 AMP 190 V/us SOT-23 8 Pins | 78Y4073 oe @ AD8224ACPZ-R7 2 AMP 300 uV 2 Vius 1.5 MHz LFCSP 67W2746 a 
ADA4899 Unity Gain, High Speed Series @ AD8224BCPZ-R7 2 AMP 175 uV 2 Vius 1.5 MHz LFCSP 67W2747 = 
@ ADA4899-1YRDZ Single 600 MHz 1 AMP 310 Vius SOIC 8 Pins 19M0651 = @ AD620ARZ 1 AMP 30 uV 1.2 V/us 1 MHz 2.SOIC 82H2866 _ 
OP27 Precision, Low Noise Series Isolation 
@ OP27EPZ Single 8 MHz 1 AMP 2.8 V/us DIP 8 Pins 59K8827 = AD202JY 1 AMP 15 mV 750 Vrms SIP 10 Pins 05F6717 = 
@ OP27GPZ Single 8 MHz 1 AMP 2.8 V/us DIP 8 Pins 59K8828 = AD202KN 1 AMP 5 mV 1500 Vrms DIP 10 Pins 05F6718 = 
OP282 Precision, High Speed Series AD210AN 3-Port 1 AMP 15 mV ‘DIP 12 Pins 05F6727 = 
@ OP282GSZ Dual 4 MHz 2 AMP 9 V/us SOIC 8 Pins 19M8980 = AD210BN 3-Port 1 AMP 5 mV 2.5 kV DIP 30 Pins 05F6728 aw 
OP400 Low Offset, Low Power Series AD210JN 3-Port 1 AMP 5 mV 1.5 kV DIP 30 Pins 05F6729 sss 
OP400EY Quad 500 kHz 4 AMP 0.15 V/us DIP 14 Pins 05F8665 Zz AD215BY 1 AMP 2 mV 1500 Vrms SIP 12 Pins 16F6546 = 
@ OP400GPZ Quad 500 kHz 4 AMP 0.15 Vius DIP 14 Pins 59K8889 zz Programmable Gain 
PIM_5576410 @ AD8330ACPZ-R2 1 Channels 1 AMP 150 MHz 28M4114 = 
7 @ ADRF6516ACPZ-R7 2 Channels 2 AMP 31 MHz 67W3151 = 
Sample and Hold 
TERI ore ao RATIONAL GepEinpian ANALOG non 4 AMP 1 MHz 750 ns 50 mV DIP 16 Pins 05F7219 = 
my DEVICES @ AD783JRZ High Speed 1 AMP 15 MHz 250 ns 50 mV SOIC 8 Pins | 59K5614 = 
AHEAD OF WHAT'S POSSIBLE™ Sensor Conditioners 
Price Each AD598AD Signal Conditioner 20 kHz DIP 20 Pins 05F7096 = 
Mfg. Part No. Description Stock No. 1-9+ PIM_5576412 
ADA4177 Precision, Low Noise Series 
@ ADA4177-1ARZ 3.5 MHz 1 AMP 1.5 Vius NSOIC 8 Pins | 50Y 1648 ae TEXAS INSTRUMENTS - AMPLIFIER fois Big Texas 
ADA4522 Rail to Rail, Ultra Low Noise Series SELECTION Soper INSTRUMENTS 
@ ADA4522-4ARZ Zero Drift 2.7 MHz 4 AMP 1.8 Vius 5QY6672 Zz Authorized Distributor 
ADA4522-1ARMZ-R7 | Rail-to-Rail 2.7 MHz 1 AMP 1.7 V/us MSOP 8 Pins | 89Y6954 =e Price Each 
ADA4530 Femtoampere Input Bias Current Electrometer Mfg. Part No. Description StockNo. | 1-9 
@ ADA4530-1ARZ 2 MHz 1 AMP 1.4 V/us NSOIC 8 Pins 70Y6519 = Difet Electrometer-Grade Operational Amplifier 
ADA4622 Precision, Low Bias Current Series @ OPA128JM Single 1 MHz 1 AMP 3 V/us TO-99 8 Pins 75C4586 = 
@ ADA4622-2ARMZ Rail to Rail 8 MHz 2 AMP 23 Vius MSOP 8 Pins | 59Y6675 = General Purpose Amplifier 
@ ADA4622-2ARZ Rail to Rail O/P 8 MHz 2 AMP 23 V/us NSOIC 8 Pins | 59Y6678 = @ TLC272CDR Dual 1.7 MHz 2 AMP 3.6 V/us 3V to 16V SOIC 8 Pins | 28X4469 war 
ADA480x Rail to Rail Series @LM741CN/NOPB | Single 1.5 MHz 1 AMP 0.5 Vius 10V to 44V DIP 8 Pins | 41K6294 0.33 
ADA4807-1AKSZ-R2 180 MHz 1 AMP 225 V/us SC-70 6 Pins 52Y5584 = @ LM324N Quad 1.2 MHz 4 AMP 0.5 Vius 3V to 32V DIP 14 Pins | 60K6190 ae 
@ ADA4807-4ARUZ 180 MHz 4 AMP 160 V/us TSSOP 14 Pins 53Y1120 oz High Output Current, Precision Amplifier 
ADA4806-1ARJZ-R2_| Rail to Rail 120 MHz 1 AMP 190 V/us SOT-23 8 Pins |_78Y4073 _ @ LM8261M5/NOPB Single 21 MHz 1 AMP 12 Vius 2.SOT-23 5 Pins 41K6397 = 
PIM_5578782 High Power Monolithic Amplifier 
@ OPA541AP Single 1.6 MHz 1 AMP 10 V/us TO-220 11 Pins 72K9048 = 
ANALOG DEVICES - AMPLIFIER RoHS ANALOG High Precision, Low Power Amplifier 
SELECTION Geptinoian @ OPA211AIDR Single 45 MHz 1 AMP 27 V/us 2.2SOIC 8 Pins 58M1075 7.59 
DEVICES @ OPA2277UA Dual 1 MHz 2 AMP 0.8 V/us SOIC 8 Pins 75C4660 = 
AHEAD OF WHAT’S POSSIBLE™ 
> CONTINUED > > CONTINUED > 
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AMPLIFIERS 
TEXAS INSTRUMENTS - AMPLIFIER SELECTION (CONT.) TEXAS INSTRUMENTS - OPERATIONAL AMPLIFIER SELECTION (CONT.) 
Price Each Tape Cut 
Mfg. Part No. Description Stock No. 1-9+ Mfg. Part No. Description Stock No. 1-9+ 
High Speed Amplifier General Purpose Amplifier 
@ OPAG90IDBVT Single 500 MHz 1 AMP 1.8 kV/us SOT-236 Pins | _75C5192 4.08 @ TLC272CDR Dual 1.7 MHz 2 AMP 3.6 V/us 3V to 16V SOIC 8 Pins | 28X4469 = 
@ THS4061CDGN Single 180 MHz 1 AMP 400 V/us MSOP 8 Pins 76C6351 == @ LM741CN/NOPB Single 1.5 MHz 1 AMP 0.5 V/us 10V to 44V DIP 8 Pins | 41K6294 0.33 
High Speed Precision Amplifier @ LM324N Quad 1.2 MHz 4 AMP 0.5 V/us 3V to 32V DIP 14 Pins | 60K6190 — 
@ OPA627AP Single 16 MHz 1 AMP 55 V/us DIP 8 Pins 04M6519 _ High Bandwidth, Precision Amplifier 
@ OPA827AID Single 22 MHz 1 AMP 28 Vius SOIC 8 Pins 12P6261 = @ OPAG25IDBVT Single 120 MHz 1 AMP 115 V/us SOT-23 6 Pins 51Y4125 = 
@ OPA627AU Single 16 MHz 1 AMP 55 V/us SOIC 8 Pins 30€4516 20.37 @ OPA2625IDGST Rail to Rail 120 MHz 2 AMP 115 V/us VSSOP 10 Pins | 71¥9226 = 
High Voltage, High Current Power Amplifier @ OPA2625IDGST Rail to Rail 120 MHz 2 AMP 115 V/us VSSOP 10 Pins | 78Y9392 3.01 
@ OPAS44T Single 1.4 MHz 1 AMP 8 V/us TO-220 5 Pins 36K2005 — High Current Power Amplifier 
@ OPA454AIDDA Single 2.5 MHz 1 AMP 13 V/us SOIC 8 Pins 73M3405 == @ ALM2402QPWPRQ1 600 kHz 4 AMP 0.17 V/us HTSSOP 14 Pins 53Y0401 = 
@ OPAS49T Single 900 kHz 1 AMP 9 V/us TO-220 11 Pins 74K3913 — @ ALM2402QPWPRQ1 600 kHz 4 AMP 0.17 V/us HTSSOP 14 Pins 68Y0726 = 
@ OPA547F/500 Single 1 MHz 1 AMP 6 V/us TO-263 7 Pins 75C5060 = High Output Current, Precision Amplifier 
@ OPA548F/500 Single 1 MHz 1 AMP 10 V/us TO-263 7 Pins 75C5063 = @ LM8261M5/NOPB Single 21 MHz 1 AMP 12 V/us 2.SOT-23 5 Pins 41K6397 — 
High Voltage, High Current Power Amplifiers High Power Monolithic Amplifier 
@ OPASS1UA Single 3 MHz 1 AMP 15 V/us SOIC 8 Pins 16M2463 5.02 @ OPAS41AP Single 1.6 MHz 1 AMP 10 V/us TO-220 11 Pins 72K9048 = 
@ OPAS47FKTWT Single 1 MHz 1 AMP 6 V/us TO-263 7 Pins 28X4400 _ High Precision, Low Power Amplifier 
@ OPAS48T Single 1 MHz 1 AMP 10 V/us TO-220 7 Pins 69K2680 eas @ OPA211AIDR Single 45 MHz 1 AMP 27 V/us 2.2SOIC 8 Pins 58M1075 7.59 
High Voltage Precision Amplifier @ OPA2277UA Dual 1 MHz 2 AMP 0.8 V/us SOIC 8 Pins 75C4660 = 
@ OPA445AU Single 2 MHz 1 AMP 15 V/us SOIC 8 Pins 75C5022 = High Speed Amplifier 
@ OPA445AP Single 2 MHz 1 AMP 15 V/us DIP 8 Pins 96K4527 = @ OPAG90IDBVT Single 500 MHz 1 AMP 1.8 kV/us SOT-23 6 Pins 7505192 4.08 
Low Noise, High Speed Amplifier @ THS4061CDGN Single 180 MHz 1 AMP 400 V/us MSOP 8 Pins 76C6351 = 
@ OPA365AIDBVR Single 50 MHz 1 AMP 25 V/us SOT-23 5 Pins 28X4391 — High Speed Precision Amplifier 
Low Noise, Low Power, Precision Amplifiers @ OPA627AP Single 16 MHz 1 AMP 55 V/us DIP 8 Pins 04M6519 = 
@ OPA211AIDGKT Single 80 MHz 1 AMP 27 V/us 2.2MSOP 8 Pins 9475011 6.12 @ OPA827AID Single 22 MHz 1 AMP 28 V/us SOIC 8 Pins 12P6261 — 
Low Noise General Purpose Amplifier @ OPA627AU Single 16 MHz 1 AMP 55 V/us SOIC 8 Pins 3004516 | 20.37 
@ TLO72CP Dual 3 MHz 2 AMP 13 V/us DIP 8 Pins 60K6988 0.36 High Voltage, High Current Power Amplifier 
Low Noise Precision Amplifier @ OPA544T Single 1.4 MHz 1 AMP 8 V/us TO-220 5 Pins 36K2005 = 
@ OPA140AIDGKR Single 11 MHz 1 AMP 20 V/us MSOP 2173835 3225 @ OPA454AIDDA Single 2.5 MHz 1 AMP 13 V/us SOIC 8 Pins 73M3405 = 
@ OPA2227UA Dual 8 MHz 2 AMP 2.3 V/us 2.SOIC 8 Pins 35C1849 — @ OPA5S49T Single 900 kHz 1 AMP 9 V/us TO-220 11 Pins 74K3913 os 
@ OPA4227PA Quad 8 MHz 4 AMP 2.3 V/us 2.DIP 14 Pins 74K3910 — @ OPA547F/500 Single 1 MHz 1 AMP 6 V/us TO-263 7 Pins 75C5060 —_ 
@ OPA2227PA Dual 8 MHz 2 AMP 2.3 V/us 2.DIP 8 Pins 80K6017 3.32 @ OPA548F/500 Single 1 MHz 1 AMP 10 V/us TO-263 7 Pins 75C5063 —_ 
Low Noise Precision Amplifiers High Voltage, High Current Power Amplifiers 
@ OPA4376AIPWR Quad 5.5 MHz 4 AMP 2 V/us TSSOP 14 Pins 54M7257 -— @ OPASS1UA Single 3 MHz 1 AMP 15 V/us SOIC 8 Pins 16M2463 5.02 
Low Noise Precision Difet Amplifier @ OPAS47FKTWT Single 1 MHz 1 AMP 6 V/us TO-263 7 Pins 28X4400 3 
@ OPA111AM Single 2 MHz 1 AMP 2 V/us TO-99 8 Pins 75C4580 = @ OPA5S48T Single 1 MHz 1 AMP 10 V/us TO-220 7 Pins 69K2680 = 
Low Power, Precision Amplifier High Voltage Precision Amplifier 
@ OPA2211AIDDA Dual 45 MHz 2 AMP 27 V/us HSOP 8 Pins 24R9889 13.04 @ OPA445AU Single 2 MHz 1 AMP 15 V/us SOIC 8 Pins 75C5022 = 
@ OPA2277U Dual 1 MHz 2 AMP 0.8 V/us SOIC 8 Pins 35C 1863 — @ OPA445AP Single 2 MHz 1 AMP 15 V/us DIP 8 Pins 96K4527 —_ 
Precision, Wide Supply Range Amplifier Low Noise, High Speed Amplifier 
@ LMP7701MF/NOPB Single 2.5 MHz 1 AMP 1.1 V/us SOT-23 5 Pins 69K2293 — @ OPA365AIDBVR Single 50 MHz 1 AMP 25 V/us SOT-23 5 Pins 28X4391 = 
Precision Amplifier Low Noise, Low Power, Precision Amplifier 
@1T1014CN Quad 1 MHz 4 AMP 0.4 V/us DIP 14 Pins 06F9485 — @ OPA2316IDRGT Dual 10 MHz 2 AMP 6 V/us DFN 8 Pins 514124 4.32 
@ OPA4277UA Quad 1 MHz 4 AMP 0.8 V/us SOIC 14 Pins 24C8771 ae Low Noise, Low Power, Precision Amplifiers 
@ TLV2372IDR Dual 2.4 MHz 2 AMP 2 V/us SOIC 8 Pins 76C7975 = @ OPA211AIDGKT Single 80 MHz 1 AMP 27 V/us 2.2MSOP 8 Pins 9475011 6.12 
@ TLV2374IDR Quad 2.4 MHz 4 AMP 2 V/us SOIC 14 Pins 76C7983 = Low Noise, Precision Amplifier 
@ OPA2244UA Dual 430 kHz 2 AMP 0.16 V/us SOIC 8 Pins 80K6020 = @ OPA4192ID Rail-to-Rail I/O 10 MHz 4 AMP 20 V/us 71Y8681 = 
Rail-to-Rail Input-Output Precision Amplifier @ OPA4192IPW 10 MHz 4 AMP 20 V/us TSSOP 14 Pins 74Y7290 = 
@ LM7301IMS/NOPB Single 4 MHz 1 AMP 1.25 V/us SOT-23 5 Pins 28X4345 = Low Noise General Purpose Amplifier 
@ LMC6482AIM/NOPB Dual 1.5 MHz 2 AMP 1.3 V/us SOIC 8 Pins 41K2655 = @ TLO72CP Dual 3 MHz 2 AMP 13 V/us DIP 8 Pins 60K6988 0.36 
Rail-to-Rail Precision Amplifier Low Noise Precision Amplifier 
@ LMC6484AIMX/NOPB Dual 1.5 MHz 2 AMP 1.3 V/us SOIC 14 Pins 41K2664 = @ OPA140AIDGKR Single 11 MHz 1 AMP 20 V/us MSOP 2173835 3.25 
@ LM6132AIM/NOPB Dual 10 MHz 2 AMP 14 V/us SOIC 8 Pins 41K6184 = @ OPA2227UA Dual 8 MHz 2 AMP 2.3 V/us 2.SOIC 8 Pins 3501849 easy 
@ TLC2274ACDR Quad 2.18 MHz 4 AMP 3.6 V/us SOIC 14 Pins 76C6917 = @ OPA4227PA Quad 8 MHz 4 AMP 2.3 V/us 2.DIP 14 Pins 74K3910 eee: 
Ultra-Low Input Current Amplifier @ OPA2227PA Dual 8 MHz 2 AMP 2.3 V/us 2.DIP 8 Pins 80K6017 3.32 
@ LMC6001AIN/NOPB Single 1.3 MHz 1 AMP 1.5 V/us DIP 8 Pins 41K2572 14.97 Low Noise Precision Amplifiers 
PIM_5564607 @ OPA4376AIPWR Quad 5.5 MHz 4 AMP 2 V/us TSSOP 14 Pins 54M7257 — 
 _ Low Noise Precision Difet Amplifier 
TEXAS INSTRUMENTS - OPERATIONAL RoHS ia Texas @ OPA111AM Single 2 MHz 1 AMP 2 V/us TO-99 8 Pins 75C4580 = 
AMPLIFIER SELECTION compiant INSTRUMENTS Low Offset Voltage, Precision Amplifier 
Authorized Distributor @ OPA2192IDR Dual 10 MHz 2 AMP 20 V/us SOIC 514123 2.16 
Texas Instruments range of Operational Amplifiers include precision, high speed and ultra low power amplifiers. @ OPA2192IDGKT 10 MHz 2 AMP 20 V/us VSSOP 8 Pins 58Y6332 -_ 
Precision amplifiers achieve high DC accuracy and AC performance in your precision system while the high @ OPA2192IDGKT 10 MHz 2 AMP 20 V/us VSSOP 8 Pins 68Y0731 351 
speed amplifiers can deliver the lowest power and highest performance from 50MHz to 8GHz. ar i 
Low Power, Precision Amplifier 
Lous | @ OPA2211AIDDA Dual 45 MHz 2 AMP 27 V/us HSOP 8 Pins 24R9889 13.04 
Mfg. Part No. Description StockiNe: tea @ OPA2277U Dual 1 MHz 2 AMP 0.8 Vius SOIC 8 Pins 3501863 = 
Automotive, Low Power, Precision Amplifier oa 
- Low Power Amplifier 
@ OPA1612AQDRQ1 40 MHz 2 AMP 27 Vius 2.2SOIC 8 _ TAY7289 = @ LPV542DNXT Dual 8 kHz 2 AMP 3.7 Vims XSON 8 Pins Biv4120 = 
@ORMGIZAQDRG ADIN 2 BME ZENS 220010 BINS PBYES94 o25) @ LPV542DGKR 8 kHz 2 AMP 3.7 Vims VSSOP 8 Pins 68Y5923 | 0.85 
Difet Electrometer-Grade Operational Amplifier @ LPV542DGKR 8 kHz 2 AMP 3.7 Vims VSSOP 8 Pins 685924 = 
@ OPA128JM Single 1 MHz 1 AMP 3 V/us TO-99 8 Pins 75C4586 - a = re 
ooo Precision, Wide Supply Range Amplifier 
@ LMP7701MF/NOPB Single 2.5 MHz 1 AMP 1.1 V/us SOT-23 5 Pins 69K2293 xe 
> CONTINUED > > CONTINUED > 
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TEXAS INSTRUMENTS - OPERATIONAL AMPLIFIER SELECTION (CONT.) TEXAS INSTRUMENTS - AMPLIFIER SELECTION (CONT.) 
Tape Cut | Tape Cut 
Mfg. Part No. Description Stock No. 1-9+ Mfg. Part No. Description Stock No. 1-9+ 
Precision Amplifier Isolation 
@ LT1014CN Quad 1 MHz 4 AMP 0.4 V/us DIP 14 Pins 06F9485 = @1S0124U Precision 1 AMP 50 mV 1500 Vrms SOIC 8 Pins 10M8426 = 
@ OPA4277UA Quad 1 MHz 4 AMP 0.8 V/us SOIC 14 Pins 24C8771 — @ 1S0124P Precision 1 AMP 50 mV 1500 Vrms DIP 8 Pins 3501752 _ 
@ TLV2372IDR Dual 2.4 MHz 2 AMP 2 V/us SOIC 8 Pins 76C7975 _ @ 1SO122P Precision 1 AMP 50 mV 1500 Vrms DIP 8 Pins 55M8194 —_ 
@ TLV2374IDR Quad 2.4 MHz 4 AMP 2 Vius SOIC 14 Pins 76C7983 ee @ 1S0122JP Precision 1 AMP 50 mV 1500 Vrms DIP 8 Pins 75C0481 = 
@ OPA2244UA Dual 430 kHz 2 AMP 0.16 V/us SOIC 8 Pins 80K6020 — Transimpedance 
Rail-to-Rail Input-Output Precision Amplifier @ IVC102U Transimpedance AMP 12 MHz -100 uA 100 uA SOIC | 03P0868 SS 
@ LM7301IMS/NOPB Single 4 MHz 1 AMP 1.25 Vius SOT-23 5 Pins | 28X4345 = PIM_s576429 
@ LMC6482AIM/NOPB Dual 1.5 MHz 2 AMP 1.3 V/us SOIC 8 Pins 41K2655 ae 
Rail-to-Rail Precision Amplifier TEXAS INSTRUMENTS - COMPARATOR RoHS ig Texas 
@ OPA192IDBVR Single 10 MHz 1 AMP 20 V/us SOT-23 §1¥4122 = SELECTION comlant INSTRUMENTS 
@ OPA2172IDGK 10 MHz 2 AMP 10 V/us VSSOP 8 Pins 53Y0819 = Authorized Distributor 
@ OPA4172IPW 10 MHz 4 AMP 10 V/us TSSOP 14 Pins 53¥0821 = Texas Instruments offers a variety of comparators with wide supply ranges, from 2 V to 36 V, and low supply 
@ OPA1688IDRGR 10 MHz 2 AMP 8 V/us WSON 8 Pins 68Y5925 mes currents enabling low power operation. These features, along with fast rise and fall times, make Tl’s comparators 
@ OPAT688IDRGR Rall-to-Rail O/P 10 MHz 2 AMP 8 Vius 70Y6449 = the perfect choice for a wide variety of industrial and commercial uses. 
@ OPA2172IDRGT Railto-Rail O/P 10 MHz 2 AMP 10 Vius 75Y8065 = Rniceleach 
@ LMC6484AIMX/NOPB Dual 1.5 MHz2AMP 1.3 Vius SOIC 14Pins | 41K2664 Mig. Part No. Description Stock No. 1-9+ 
@ LM6132AIMINOPB Dual 10 MHz 2AMP 14 Vius SOIC 8 Pins | 41K6184 High Voltage Comparator 
@ TLC2274ACDR Quad 2.18 MHz 4 AMP 3.6 Vius SOIC 14 Pins | 76C6917 = @TPSA700DDCR Rail to Rail High Voltage? SO7-236 Pins [SSIIS6 ed 
“Ultra-Low Input CurrentAmplifier.~—~S~C~*~“‘<‘“CSCSttSSS Low Power Comparator 
@ LMC6001AININOPB Single 1.3 MHz 1AMP1.5ViusDIP8Pins | 41K2572 | 14.97 © IMSSN Guadlioliaget 300s DIP te Fins OSE BSS Oils 
Pisa @ LM339AMX/NOPB Quad Low Power4 1.3 us SOIC 14 Pins 28X4334 = 
7 @ TLV1701AIDCKT Single Micropower1 560 ns 2.SC-70 5 Pins 38Y6981 0.85 
@ LM339M/NOPB Quad Low Power4 1.3 us SOIC 14 Pins 41K4752 = 
TEXAS INSTRUMENTS - AMPLIFIER Compliant ‘Wel TEXAS @ TLVA701AIDRLT Micropowert 660 ns 2.501-563 5 Pins 520768 = 
SELECTION Avaliable INSTRUMENTS @ TLV1702AIRUGR Micropower2 2.X2 QFN 8 Pins 68Y0733 _ 
Authorized Distributor - : 
Texas Instruments offers a range of Amplifiers suited to different applications. From audio, current sense, oN FO2AQDGKRGI Mieropawer 2MSSOE SiEIns TEYOS98 = 
differntial and instrumental amplifiers you will be able to find the right amplifier to fit your design. Quad Differential Comparator 
Tape Cut @LM139DR Quad DIFF4 300 ns SOIC 14 Pins 28X4322 =e 
Mfg. Part No. Description Stock No. 1-9+ @ LM139DR Quad DIFF4 300 ns SOIC 14 Pins 75C0710 0.78 
Audio Power Rail to Rail Comparator 
@ TPAG130A2RTUR ‘AB 2 Channel 138 mW QFN 20 Pins 34M0132 = @ LMV7219M5/NOPB Single High Speed’ 7 ns SOT-23 5 Pins 12X9028 = 
@ OPA2134UA 2 Channel 2.SOIC 8 Pins 3501847 = @ LMC7211AIM5/NOPB Single Micropower1 4 us SOT-23 5 Pins 28X4275 = 
@ LM1875T/NOPB B 1 Channel 25 W TO-220 5 Pins 41K3523 = @ LMC7215IMS/NOPB Single Micropower1 11 us SOT-23 5 Pins 41K2726 = 
@ TPA3140D2PWP D 2 Channel 10 W HTSSOP 28 Pins 4TY6181 4.52 @ LMV7219M5/NOPB Single High Speed1 7 ns SOT-23 5 Pins 41K3149 = 
@ TPA3144D2PWPR D 2Channel 6 W HTSSOP 28 Pins 68Y0735 0.52 @ TLV3502AIDCNT Dual High Speed2 4.5 ns SOT-23 8 Pins 43K4128 = 
@ OPA2134PA 2 Channel 2.DIP 8 Pins 74K3897 = Voltage Comparator 
@ TPA3123D2PWPR D 2 Channel 25 W HTSSOP 24 Pins 86W6302 = @ LM311N/NOPB Single General Purpose1 200 ns DIP 8 Pins 41K4648 = 
Buffers-Video PIM_5576431 
@ OPAG33KP High Speed 1 AMPs 260 MHz 2500 V/us DIP 8 Pins 17M7509 = 
@ BUF634U High Speed 1 AMPs 180 MHz 2000 Vius SOIC 8 Pins | 27C6567 == LINEAR TECHNOLOGY - AMPLIFIER Sees ve uN 
@ BUF634P High Speed 1 AMPs 180 MHz 2000 V/us DIP 8 Pins 80K5714 11.66 SELECTION Available { J LINGAR 
Current Sense : : : ; : ; 
@ INAZT9AIDCNR Bi Directional Curent 1 AMP SOT-238Pins | 92546 [ Sail nie Hh poco aries, ean anpllrs kunnen arpliers, id nicieower ergs 
@ INA209AIPWR Bi-Directional Current 1 AMP TSSOP 16 Pins 48M0665 —_ well as special function amplifiers such as current sense, programmable gain and differential high speed analog 
@ INA226AIDGSR Bi-Directional Current 10 uA MSOP 10 Pins 5277856 = to digital converter (ADC) drivers. 
@ XTR111AIDGQT Precision 2 AMP 25 nA MSOP 10 Pins 54M7931 = Tape Cut 
@ RCV420JP Precision 1 AMP DIP 16 Pins 60K6765 = Mfg, Part No. Description Stock No. 1-24+ 
@ INA285AQDRQ1 TAMP 25 uA SOIC 8 Pins 68Y0728 = LT1013 - Dual Precision Op Amp 
@ INA286AQDRO1 TAMP 25 uA SOIC 8 Pins eevo729 | 262 @ LT1013CN8#PBF Dual 800 kHz 2 AMP 0.4 Vius DIP 8 Pins 57M0823 = 
@ XTR110KP Precision 2 AMP DIP 16 Pins 79K0175 = @ LT1013DS8#PBF Dual 800 kHz 2 AMP 0.4 V/us SOIC 8 Pins 57M0827 EEN 
@ INA193AIDBVR Common-Mode Range 2AMP 16 uASOT-23 5 Pins | s6W5980 | © LTI013ING#PBF Dual 800 k¢iz 2. AMP 0.4 Vius DIP @ Pins SEE = 
Differential LT1014 - Quad Precision Op Amp 
@ INA105KP Unity-Gain 1 AMPs 500 uV 1 dB 1 MHz 04M4538 = @ LT1014DSW#PBF Quad 800 kHz 4 AMP 0.4 V/us SOIC 16 Pins 57M0843 ass 
“SINATI7KU | High Common-Mode Voltage 1AMPs tmv 200KHz | 47Me717 | aap. © _@LTIO14IN#PBF Quad 800 kHz 4 AMP 0.4 Vius DIP 14 Pins 57M0847 = 
@ THS4521IDGKT Low Power 1 AMPs 2 mV 1.02 dB 145 MHz 45P2939 | LT 1028 - Ultra Low Noise Precision High Speed Op Amps 
@ THSA1311D Low Noise 1 AMPs 2 mV 2 dB 150 MHz 7206289 | 10.00 @ LT1028CS8#PBF Single 75 MHz 1 AMP 15 Vius SOIC 8 Pins 57M1061 = 
@ INA117P High Common-Mode Voltage 1 AMPs 1 mV 4 dB 200 kHz | 74K3811 = LT1058 - JFET Input Precision High Speed Op Amps 
Instrument @ LT1058CN#PBF Quad 5 MHz 4 AMP 14 V/us DIP 14 Pins 57M1232 — 
@ INA333AIDGKR 1 AMP 25 uV 0.046 Vius 150 kHz VSSOP 01P0907 | —- LT1078x- Micropower, Single Supply, Precision Op Amps 
@INAttEU TAMP 125 uV/ 0.09 Vius 800 kHz 1.3S0IC cametes | @ LT1078IN8#PBF Dual 200 KHz 2 AMP 0.07 Vius 2.IP 8 Pins | _ 57M1406 zz 
@ INA116UA 4 AMP 5 mV 0.08 Vius 800 kHz SOIC 35C1717 = @ LT10781S8#PBF Dual 200 kHz 2 AMP 0.07 V/us SOIC 8 Pins 57M1412 = 
DInawsp AMP 250 0.02 Vius 150 KHZ 2DIP |) g8c1726 | C«<«é«~C LT TOON Quad 200 kHz 4AMP 0.07 Vius DIP 14 Pins | _57M1426 = 
@ INA128U 1 AMP 50 uV 4 Vius 1.3 MHz 2.2S0IC 3501729 =, LT1112 - Dual Low Power Precision, Picoamp Input Op Amps 
@ INA128UA 1 AMP 125 uV 4 Vius 1.3 MHz 2.2SOIC 3501730 = @ LT1112S8#PBF Dual 750 kHz 2 AMP 0.3 V/us SOIC 8 Pins 57M1739 = 
@ PGA204BU 4 AMP 50 uV 0.07 V/us 1 MHz SOIC 3501958 = LT1125 - Quad Low Noise, High Speed Precision Op Amps 
@ INA326EA/2K5 1 AMP 100 uV 1 kHz MSOP 7409874 =r @ LT1125CN#PBF Quad 12.5 MHz 4 AMP 4 V/us DIP 14 Pins 57M2023 -—— 
@ INA101HP 1 AMP 250 uV 0.04 Vius 300 KHz DIP 74K3804 | LT1210 - 1.14, 35MHz Current Feedback Amplifier 
@ INA114AP 1 AMP 125 uV 0.06 Vius 1 MHz 2.2DIP 74K3809 a @ LT1210CT7#PBF Single 55 MHz 1 AMP 900 V/us TO-220 7 Pins 57M2704 = 
@ INAT14BP 1 AMP 50 uV 0.06 Vius 1 MHz 2.2DIP 74K3810 | 10.37 LT1355 - Dual 12MHz, 400V/4s Op Amps 
@ INA2128UA 2 AMP 125 uV 4 Vius 1.3 MHz 2.2S0IC 80K5912 9.65 @ LT1355CS8#PBF Dual 12 MHz 2 AMP 400 V/usSOIC 8 Pins 57M3437 = 
@ PGA202KP TAMP 2 mV 20 Vius 1 MHz DIP 80K6038 | 20.78 LT1360 - 50MHz, 800V/is Op Amp 
@ LT1360CS8#PBF Single 50 MHz 1 AMP 800 V/us SOIC 8 Pins 57M3487 = 
> CONTINUED > > CONTINUED > 
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AMPLIFIERS 
LINEAR TECHNOLOGY - AMPLIFIER SELECTION (CONT.) LINEAR TECHNOLOGY - COMPARATOR SELECTION (CONT.) 
Tape Cut Price Each 
Mfg. Part No. Description StockNo.| 1-24 _ Mfg. Part No. Description StockNo. | 1-244 _ 
LT1366 - Dual Precision Rail-to-Rail Input and Output Op Amps LT17x - Rail to Rail Comparator 
@ LT1366CS8#PBF Dual 400 kHz 2 AMP 0.13 V/us SOIC 8 Pins 57M3523 = @ LT17191S8#PBF Single High Speed’ 4.5 ns SOIC 8 Pins 57M5815 = 
LT1468 - 90MHz, 22V/us 16-Bit Accurate Operational Amplifier @ LT1721CGN#PBF Quad High Speed4 4.5 ns SSOP 16 Pins 57M5843 — 
@ LT1468CS8#PBF Single 90 MHz 1 AMP 22 V/usSOIC 8 Pins 57M4378 — LTC6752 - Rail-to-Rail Inputs and CMOS Outputs Comparator 
LT1490 - Dual and Quad Micropower Rail-to-Rail Input and Output Op Amps @ LTC6752HMS8-2#PBF Single High Speed’ 3.4 ns MSOP 8 Pins 30Y6507 = 
@ LT1490ACS8#PBF Dual 180 kHz 2 AMP 0.06 V/us SOIC 8 Pins 57M4410 a @ LTC6752HS5#TRMPBF Single High Speed’ 3.4 ns TSOT-23 5 Pins 30Y6509 = 
@ LT1490AIS8#PBF Dual 200 kHz 2 AMP 0.07 V/us SOIC 8 Pins 57M4432 -— @ LTC6752HUD-3#PBF Single High Speed’ 3.4 ns QFN 12 Pins 30Y6511 a 
LT1492 - 5MHz, Low Power Single Supply Precision Op Amps @ LTC6752IMS8-2#PBF Single High Speed’ 3.4 ns MSOP 8 Pins 30Y6513 mae 
@ LT1492CS8#PBF Dual 5 MHz 2 AMP 3 Vius SOIC 8 Pins 57M4488 = @ LTC6752IS5#TRMPBF Single High Speed’ 3.4 ns TSOT-23 5 Pins 30Y6515 = 
LT167x - Low Noise, Rail-to-Rail Precision Op Amp @ LTC6752IUD-3#PBF Single High Speed’ 3.4 ns QFN 12 Pins 30Y6517 = 
@ 111677CS8#PBF Single 7.2 MHz 1 AMP 2.5 Vius SOIC 8 Pins | 57M5685 = @ LTC6752HSC6-1#TRMPBF Single High Speed 3.4ns SC-706 Pins | 40Y8166 = 
@ LT16771S8#PBF Single 7.2 MHz 1 AMP 2.5 V/us SOIC 8 Pins 57M5691 _ @ LTC6752ISC6-1#TRMPBF Single High Speed‘ 3.4 ns SC-70 6 Pins 408170 = 
@ LT1678CS8#PBF Dual 20 MHz 2 AMP 6 Vius 2.SOIC 8 Pins 57M5695 — @ LTC6752ISC6-4#TRMPBF Single High Speed1 3.4 ns SC-70 6 Pins 408172 — 
LT1782 - Micropower, Rail-to-Rail Input and Output Op Amp LTC6754 -High Speed Rail-to-Rail Input Comparator 
@ LT1782IS6#TRMPBF Single 200 kHz 1 AMP 0.075 V/us TSOT-23 6 Pins | 73W9311 — @ LTC6754HUD#PBF High Speed1 QFN 12 Pins 66Y7148 a 
LT6023 - Micropower, Precision Rail-to-Rail Output Amplifier @ LTC6754IUD#PBF High Speed1 QFN 12 Pins 66Y7153 = 
@ LT6023HDD-1#PBF Dual 40 kHz 2AMP 1.45 Vius DFN 10 Pins | 42¥2781 = PIM, 6576420 
@ LT6023HDD#PBF Dual 40 kHz 2 AMP 1.45 V/us DFN 8 Pins 42Y2783 — 
@ LT6023HMS8#PBF Dual 40 kHz 2 AMP 1.45 V/us MSOP 8 _ 42Y2785 as MAXIM - AMPLIFIER SELECTION RoHS nian 
@ LT6023IDD-1#PBF Dual 40 kHz 2 AMP 1.45 V/us DFN 10 Pins 42Y2787 ae GeRiiniant . d 
@ L760231DD#PBF Dual 40 KHz 2AMP 1.45 ViusDFN@ Pins | 42v27a9 | integrated. 
@ LT6023IMS8#PBF Dual 40 kHz 2 AMP 1.45 V/us MSOP 8 Pins 42Y2791 = Maxim offers a wide selection of operational amplifiers, current-sense amplifiers, and comparators for signal 
LT6202 - 100MHz, Rail-to-Rail Input and Output, Low Power Op Amps conditioning, monitoring, and control applications. 
@ LT6202ISS5#TRMPBF Single 100 MHz 1 AMP 25 V/us TSOT-23 5 Pins | 57M9210 = Price Each 
LTC1051 - Precision Zero-Drift Operational Amplifiers With Internal Capacitors Mfg. Part No. Description StockNo.| _1-9+ 
@ LTC1051CN8#PBF Dual 2.5 MHz 2 AMP 4 Vius DIP 8 Pins 55M8948 | —-- Audio Power 
LTC1150 - Zero-Drift Operational Amplifier with Internal Capacitors L@MAXO724AETCHT | DirectDriveAB 2 Channel63mWTQFN12Pins_ | 73Y6551 | 1.68 _ 
@ LTC1150CN8#PBF Single 2.5 MHz 1 AMP 3 Vius DIP 8 Pins 55M9396 | __- @ MAX98307ETE+ Multilevel D 1 Channel 3.3 W TQFN 16 Pins T3Y6585 = 
LTC6246 - 180MHz, 1mA Power Efficient Single Rail-to-Rail Op Amps @ MAX9813LEKA+T Fixed Gain 2 Channel SOT-23 8 Pins TAY9782 | 1.58 
@ LTC6246HS6#TRMPBF Single 180 MHz 1 AMP 90 V/us SOT-23 6 Pins 72R5713 = Buffers-Video 
LTC6247 - 180MHz, 1mA Power Efficient Rail-to-Rail Op Amps @ MAX4022ESD+ 4 AMPs 200 MHz 600 Vius NSOIC 14 Pins 73Y3830 8.39 
@ LTC6247CDC#TRMPBF 180 MHz 2 AMP 90 V/us DFN 8 Pins 56Y1545 = Current Sense 
@ LTC6247IDC#TRMPBF 180 MHz 2 AMP 90 Vius DEN 8 Pins 5ev1547 | @ MAX4070AUA+ 1 AMP 2.4 UAUMAX 8 Pins T3Y3879 |__ 4.27 
“LTC6252 - 720MHz, 3.5mA Power Efficient Rail-to-RailOpAmps.ssts—=—CSsSsS @ MAX4080TASA+T High Side 1 AMP 5 uA NSOIC 8 Pins 73Y3892 3.33 
@ LTC6252HSG#TRMPBF | Single 720 MHz 1 AMP 280 Vius SOT-236 Pins | 1374044 |  —- @ MAX4372TEUK+T | High Side Micropower 1AMP 2uASOT-235 Pins | 73¥4059| 1.26 
LTC625x - Power Efficient Rail-to-Rail Op Amps @ MAX4373FESA+ High Side Micropower 1 AMP 2.2nANSOIC 8 Pins | 73¥4060| 5.11 
Se Lice256cDc#TRMPBF | 6.5MHz2AMP18ViusDFN@Pins | Sovis49]. «Ss @ MAX4378FASD+ High Side Precision 4 AMP 120 uANSOIC 14 Pins | 73¥4087 | 0.77 
@ LTC6256IDC#TRMPBF. 6.5 MHz 2 AMP 1.8 Vius DEN 8 Pins 56Y1551 ras @ MAX44284HAUT+T High Precision 1 AMP 2 nA SOT-23 6 Pins 73Y4148 2.90 
@ LTC6255CDC#TRMPBF Rail to Rail 6.5 MHz 1 AMP 1.8 V/us DEN 6 Pins | 75Y8325 ne @ MAX9922EUB+T High Side Ultra Precision 1 AMP 0.001 nAuMAX 10 Pins | 73Y6629 2.71 
@ LTC6255IDC#TRMPBF | Rail to Rail 6.5 MHz 1 AMP 1.8 Vius DEN 6 Pins | 75Y8328 ae @ MAX9923TEUB+ _| High Side Ultra Precision 1 AMP 0.001 nAuMAX 10 Pins | 73Y6631 | __ 4.83 
@ LTC6253HMS-7#PBF Rail-to-Rail 2 GHz 2 AMP 500 Vius MSOP 10 Pins | 78Y9780 = @ MAX9929FABT+T Uni /Bidirectional 1 AMP 1.6 uAUCSP 6 Pins 73Y6638 | 2.88 
@ LTC6253IMS-7#PBF Rail-to-Rail 2 GHz 2 AMP 500 Vius MSOP 10 Pins | 789781 aa @ MAX9934FAUA+ High Precision 1 AMP 0.1 nA uMAX 8 Pins 73Y6645 | 4.41 
LTC6268 - 500MHz Ultra-Low Bias Current FET Input Op Amp @ MAX9938FEUK+T High Side Precision 1 AMP 200 nA SOT-23 5 Pins 73Y6650 2.01 
@ LTC6268IS6HTRMPBF | Single 350 MHz 1 AMP 400 Vius TSOT-23 6 Pins | 03Y0286 a @ MAX9938HEUK+T | __High Side Precision 1 AMP 200 nASOT-235 Pins | 73Y6651 | ___ 0.29 
@ LTC62681S6-10#TRMPBF | R-to-R O/P 4 GHz 1 AMP 1.5 kV/us TSOT-23 6 Pins | 77Y7491 ag Instrument 
@ MAX4208AUA+ Precision 1 AMP 20 uV 80 V/ms 750 kHz 73Y3966 BIZ 
PIM_5576422 
Operational 
@ ICL7611BCPA+ Rail to Rail Input 1.4 MHz 1 AMP 1.6 V/us 73Y1754 1.43 
emo ~ COMPARATOR Eamlan ( J Whine @ MAX4094ASD+ | Micropower Rall to Rail Output 500 kHz 4 AMP 0.2 Vius | 73¥3005| 5.19 
TECH @ MAX4132EUA+ Rail to Rail Output 10 MHz 2 AMP 4 V/us 73Y3930 6.41 
Linear Technology specializes in high speed comparators and micropower comparators that offer simple, @ MAX4163ESA+T Micropower Rail to Rail I/O 200 kHz 2 AMP 115 V/ms 73Y3932 5.29 
flexible features such as split input and output supplies, Over-the-Top inputs, integrated references and compact @ MAX4234AUD+ Rail to Rail Output 10 MHz 4 AMP 10 Vius 73Y4000 3.83 
ee: - @ MAX4332ESA+ Rail to Rail I/O 3 MHz 2 AMP 1.5 V/us 73Y4049 5.62 
er HEniesiEachy @ MAX4392EUA+ Rail to Rail Output 85 MHz 2 AMP 500 V/us 73Y4100 2.90 
Mfg. Part No. Description Stock No. 1-24+ =F : ; 
LT1011 - General Purpose Voltage Comparator @ MAX44246ASA+ ated Rail to Rail Output 5 MHz 2 AMP 3.8 V/us 73Y4122 5.78 
@ LT1011A1S8HPBE Single General Purpose? 150 ns SOIC 8 Pins 57M0781 = @ MAX44248ASA+ Rel to el Output Ultra piecsion 41 MHz 2 AMP 0.7 Vius | 73Y¥4124 4.98 
: = @ MAX44252ASD+ Rail to Rail Output Ultra Precision 10 MHz 4 AMP 8 V/us | 73Y4131 6.21 
SLTIONICSBAPBF __| Single General Purpose! 150 ns SO‘ 6Fins a “| MAXAA5E KAT Rail to Rail Output 210 MHz 1 AMP 485 Vius 7374156 | 1.01 
@ LT10111S8#PBF Single General Purpose1 150 ns SOIC 8 Pins 57M0791 = - - 3 
LT1016 - Ultra Fast Precision 10ns Comparator QMAXMO0AUKAT | __Rallto Rall O10 MHZ 1AMP 10\Vius_|GYIS2) ZG 
@ LT1016CNG#PBF Single Precision1 10 ns DIP & Pins 57M0853 = @MAXOSZESAY [Op Amp + Comparator + Reference 125 kHz 1 AMP 66 Tilia a 
@ LT1016CS8#PBF Single Precision’ 10 ns SOIC 8 Pins 57M0855 = @ MAXOO45AUAt MOS Input 3 MHz 1 AMP 2.2 Vius uMAX 7ave061 | 2.07 
LT1017 - Micropower Dual Comparator PIM_5564614 
@ LT1017CN8#PBF Dual Micropower2 20 us DIP 8 Pins 57M0865 — 
@ LT1017IS8#PBF Dual General Purpose2 20 us SOIC 8 Pins 57M0877 — 
LT1394 - Low Power, Ground-Sensing Comparator INTERSIL - AMPLIFIER SELECTION Gepiinoian intersil 
@ LT13941S8#PBF Single General Purpose 7 ns SOIC 8 Pins 57M3865 ees 3eSaIaaEE— 
LT17x - Rail to Rail Comparator Price Each 
@ LT1715HMS#PBF Dual High Speed2 4 ns MSOP 10 Pins 19P0902 es Mfg. Part No. Description Stock No. 1-9+ 
@ LT1711CMS8#PBF Single High Speed’ 4.5 ns MSOP 8 Pins 57M5751 pa Buffers-Video 
@ LT1713IMS8#PBF Single High Speed1 7 ns MSOP 8 Pins 57M5771 ES @ HA9P5002-9Z 110MHz, SOIC-8 01M5053 10.02 
@ LT1714CGN#PBF Dual High Speed2 7 ns SSOP 16 Pins 57M5775 ee @ HA9P5002-5Z SIGNAL, 110MHZ, SOIC8 57K3742 8.42 
@ LT1715CMS#PBF Dual High Speed2 4 ns MSOP 10 Pins 57M5783 cee 
> CONTINUED > > CONTINUED > 
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INTERSIL - AMPLIFIER SELECTION (CONT.) MICROCHIP - AMPLIFIER SELECTION (CONT.) 
Price Each Price Each 
Mfg. Part No. Description Stock No. 1-9+ Mfg. Part No. Description Stock No. 1-24+ 
Instrument Zero Drift Amplifier 
@ ISL28533EVZ 3MHZ, 100DB, TSSOP-14 09X6528 ee @ MCP6V74-E/ST 2 MHz 4 AMP 1 Vius TSSOP 14 Pins 553307 0.80 
@ ISL28534FVZ 3MHZ, 100DB, TSSOP-14 09X6533 = @ MCP6V91T-E/OT 10 MHz 1 AMP 9.5 Vius SOT-23 5 Pins 686963 1.49 
@ ISL28633EVZ 3MHZ, 100DB, TSSOP-14 09X6538 4.65 @ MCP6V82-E/MS Zero Drift 5 MHz 2 AMP 4 Vius MSOP 8 Pins 72Y1409 2.61 
@ ISL28634FVZ 3MHZ, 100DB, TSSOP-14 09X6543 = @ MCP6V84-E/ST Zero Drift 5 MHz 4 AMP 4 Vius TSSOP 14 Pins 72Y1412 3.51 
Operational @ MCP6V92-E/MS Zero Drift 10 MHz 2AMP 9.5 Vius MSOP 8 Pins | 72¥1414 2.26 
@ ISL28290FUZ-T7 170MHz, 2 Amplifiers, MSOP-10 32M9088 2.30 PIM_5564616 
@ CA3130AMZ 15MHZ, 30V/uS, SOIC-8 57K3016 4.18 —————————— SSS 
@ CA3140AEZ 4.5MHZ, 9V/uS, DIP-8 57K3020 2.08 ANALOG DEVICES - ANALOG TO aie 
Sie gal sre = DIGITAL CONVERTER SELECTION eRe ANALOG 
@ CA3140EZ 4.5MHZ, 9V/uS, DIP-8 57K3023 = DEVICES 
@ CA3140MZ 4.5MHZ, 9V/uS, SOIC-8 57K3024 3.46 AHEAD OF WHAT'S POSSIBLE™ 
@ CA3240AEZ 4.5MHZ, 9V/uS, DIP-8 57K3025 4.07 Analog Devices offers the industry's largest A/D converter portfolio. These converters enable reliable conversion 
@ CA3240EZ Z.5MHZ, 9ViuS, DIP-8 57K3026 3.48 performance with product performance, power, and cost in mind. 
@ CA3260EZ 4MHZ, 10V/uS, DIP-8 57K3027 6.33 S uncicelE@chy 
@ ICL7611DCBAZ 1AMIHZ, 1.6VIuS, SOIC-8 57K3880 2.26 =a: Bart Nos Description StockiNos EAESS 
@ ICL7621DCPAZ 480KHZ, 0.16V/US, DIP-8 57K3887 2.39 High Speed - Pipelined 
wiCLTESISCPATZ TMHZ, 2.5VIuS, DPB aAIGEER a6 @ AD9643BCPZ-210 14 bit 210 MSPS Single LFCSP 4570269 es 
FUSER EE 35KHz, 12Vims, SOT-236 aan = @ AD9244BSTZ-40 14 bit 40 MSPS Single LOFP 59K7228 = 
eaggenes7 POMHZ, 120VIuS, DIPB TOKETIE AAS @ AD9252ABCPZ-50 14 bit 50 MSPS Single LFCSP 70R1868 = 
01313067 TEMHZ, 20VIus, 8mV, DIPB SISTA ae @ ADT821KRZ 8 bit 1 MSPS Single WSOIC 88H0035 = 
© CA3420EZ 500KHZ, 0.5V/uS, DIP-8 80K5723 8.70 Multipurpose ADC : : 
ProgrammabliGaii @ AD9224ARSZ 12 bit 40 MSPS Single SSOP 19M8939 = 
@ HFA‘ 21B7 S50NHHZ, SOIC FaKGTaT = @ AD1674JNZ Dual 12 bit 100 as Dual (+) DIP 59K3408 = 
Sampleand Hold @ AD9221ARZ 12 bit 1.5 MSPS Single SOIC 59K7161 = 
@ HA9P5320-5Z 2MHZ, 1 uS, SOIC-16 79K6756 = Precision 
@ AD7761BSTZ 8-CH Sigma-Delta 16 bit 256 kSPS Single LOFP | 847158 = 
PIM_5576407 rae 
Precision - SAR 
AD574AKD Dual 12 bit Dual (+/-) DIP 05F7019 = 
MICROCHIP - AMPLIFIER SELECTION Gepiinoin MICROCHIP @ AD7949BCPZ 14 bit 250 KSPS Single LFCSP 11N8865 = 
Avalatie @ AD7663ASTZ 16 bit 250 kSPS Single LOFP 198844 a2 
Microchip's linear portfolio features high performing operational amplifier (op amp) technology that offers @ AD7991YRJZ-0500RL7 12 bit 140 kSPS Single SOT-23 29X6641 S 
industry leading offset voltage and quiescent current specifications. Offering a selection of General Purpose, @ AD7982BRMZ 18 bit 1 MSPS Single MSOP 34M5046 = 
Precision and Zero Drift amplifiers Microchips operational amplifiers are suited to a wide range of epplcalons. @ AD7091R-SBRUZ Ultralow Power 12 bit 22.22 kSPS Single TSSOP 55Y8410 sz 
iccpan Beccind [Price Each =“ @ AD7609BSTZ 18 bit 250 kSPS Single LQFP 5878900 = 
cas att Nos incl escription Stock Noms | ial:28s @ ADS74AJNZ Dual 12 bit Dual (+/-) DIP 59K4311 me 
'urpose Amplifier : : 
@ AD7621ASTZ 16 bit 3 MSPS Single LOFP 59K5111 = 
@ MCP602-I/P Dual 2.8 MHz 2 AMP 2.3 Vius DIP 8 Pins 1201812 0.84 a ne 
: @ AD7676ASTZ 16 bit 500 kSPS Single LQFP 59K5190 = 
@ MCP602-I/SN Dual 2.8 MHz 2 AMP 2.3 Vius SOIC 8 Pins 1201813 0.76 - - 
- @ AD7686BRMZ SAR 16 bit 500 kSPS Single MSOP 59K5246 a 
@ MCP6H84-E/SL Quad 5.5 MHz 4 AMP 5 Vius 3.SOIC 14 Pins 31W8846 = : 
AD 7863ARSZ-10 14 bit 175 kSPS Single SSOP 59K5733 as 
@ MCP6001UT-IOT Single 1 MHz 1 AMP 0.6 V/us SOT-23 5 Pins 61H5135 0.31 - - 
@ AD7899ARSZ-1 14 bit 400 kSPS Single SSOP 59K5933 = 
L@MCPGHO2Z-E/SN | __ Dual 1.2MHz2AMP0.8V/us SOIC 8 Pins | 65R5506_ | @ AD7938BSUZ 12 bit 1.5 MSPS Single TQFP 59K6045 
P z Single 1 MHz 1 AMP 0.6 V/us SOT-23 5 Pi 7204269 - — 
ata oe — = ub ws @ AD7476ABKSZ-REELT 12 bit 1 MSPS Single SC-70 67w3i74| 
r Amplifier ; = 
zl 16 bit 100 kSPS Single SOT-23 67W3175 = 
@ MCP6004-IP Quad 1 MHz 4 AMP 0.6 Vius DIP 14 Pins 61K2951 na ee peer? 3 SESE — - OE a 
@ MCP6002-//SN Dual 1 MHz 2 AMP 0.6 V/us SOIC 8 Pins 63K5672 0.42 eee? Dil IO0KSPS =  POFP Sane — 
@ MCP6002T-I/MS Dual 1 MHz 2 AMP 0.6 V/us MSOP 8 Pins 72C4273 ae Prscision= Sian Dela J — 
@ MCP6004-I/SL Quad 1 MHz 4 AMP 0.6 Vius SOIC 14 Pins 7204276 0.56 rare g SRITSEDIE ey 
@ MCP6231T-E/OT Single 300 kHz 1 AMP 0.15 Vius SOT-23 5 Pins | 84R5187 = - sk = 
: - @ AD7763BSVZ 24 bit 625 kSPS Single TQFP 12M8933 = 
@MCPE203T-EICH |__—Single 10MHz1AMP7 ViusSOT-236Pins_ | 89K2103_ | 0.64 _ @ AD7705BNZ 16 bit 500 SPS DIP 49M10890 
P6002-1/P Dual 1 MHz 2 AMP 0.6 V/us DIP 8 Pi 96K3734 — 
ene d ae = ss ass wie wes @ AD7734BRUZ 24 bit 15.4 KSPS Single TSSOP 19M8852 = 
ow Murescen’ sure @ AD7190BRUZ 24 bit 4.8 KSPS Single TSSOP 34P3182 = 
@ MCP6041T-E/OT Single 14 kHz 1 AMP 0.003 Vius SOT-23 5 Pins | 56J7426 0.56 - = : 
oun Single 14 kHz T AMP 0.003 Vius SOT-235 Pins “| 9204213 = @ AD7177-2BRUZ Sigma-Delta 32 bit 10 kSPS Single TSSOP 446986 ey 
Precision Aimolif s : @ AD7124-4BCPZ Sigma-Delta 24 bit 19.2 SPS Single Dual (+/-) | 50Y1692 or 
recision Ampiitier 5 z - 
Sigma-Delta 24 bit 31.25 kSPS Single LECSP _| 50Y1698 = 
@ MCP6074-E/SL Quad 1.2 MHz 4 AMP 0.5 Vius SOIC 14 Pins 07P9554 1.75 RAB — — ee 
- @ AD7705BRUZ 16 bit 500 SPS Single 3. TSSOP 59K5279 = 
@ MCP6024-I/SL Quad 10 MHz 4 AMP 7 Vius SOIC 14 Pins 61K2953 2.06 SATAN SA TIT KSPS Sine DIP eaREGS 
@ MCP6024-I/P Quad 10 MHz 4 AMP 7 V/us DIP 14 Pins 73K1004 277 - - a — 
; - @ AD7738BRUZ 24 bit 15.437 kSPS Single TSSOP 59K5398 =e 
@ MCP6021T-E/OT Single 10 MHz 1 AMP 7 Vjus SOT-23 5 Pins 84R5185 1.38 - - 
Sion Trad MEE JANE FESGOIC BPAe marry 136 @ AD7768BSTZ 8-CH 24 bit 256 kSPS Single Dual (+/-) LQFP | 80Y2220 = 
mice D aaO MED ANE TE DIP Pi oe : @ EVAL-AD7175-8SDZ EVALUATION BOARD, SIGMA-DELTAADC 802817 aa 
Rani Rail Amplifier 190 @ EVAL-AD7768FMCZ EVALUATION BOARD, SIGMA-DELTAADC 802818 = 
: z Sigma-Delta 24 bit 250 kSPS Single Dual (+/- = 
© MCP6L71T-E/SN Single 2 MHz 1 AMP 0.9 Vius SOIC 8 Pins 081824 0.46 F ae a a = Te = = ingle Dual (+7) LFCSP [RSONSSES 
@ MCP6L72T-E/MS Dual 2 MHz 2 AMP 0.9 Vius MSOP 8 Pins 08R1825 0.60 eT a CC | = —— < Soi Dual (DP TSEETOD 
@ MCP6L92T-E/MS Dual 10 MHz 2 AMP 7 Vius MSOP 8 Pins 08R1833 0.75 = 
@ MCP6284-E/ST Quad 5 MHz 4 AMP 2.5 Vius TSSOP 14Pins | _68H9408 1A Ries 
Zero Drift Amplifier 
@ MCP6V71T-E/OT Single 2 MHz 1 AMP 1 Vius SOT-23 5 Pins AGY1746 1414 TEXAS INSTRUMENTS - ANALOG TO Gepiimiian i TEXAS 
© MCP6V71UT-E/LTY Single 2 MHz 1 AMP 1 Vius SC-70 5 Pins 46Y1747 144 DIGITAL CONVERTER SELECTION Available INSTRUMENTS 
@ MCP6V81T-E/OT 5 MHz 1 AMP 4 Vius SOT-23 5 Pins 525455 1.69 - a sea ehnonzedt Dismbutor 
@ MCP6V62-E/MS 1 MHz 2 AMP 0.45 Vius MSOP 8 Pins 55Y3299 1.70 Nanette range of analog to digital converters include precision and high speed ADC’s with resolutions 
@ MCP6V64-E/ST 1 MHz 4 AMP 0.45 Vius TSSOP 14 Pins 55Y3302 2.98 
@ MCP6V72-E/MS 2 MHz 2 AMP 1 V/us MSOP 8 Pins 55Y3304 1.73 
> CONTINUED > > CONTINUED > 
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(CONT.) (CONT.) 
Price Each Price Each 
Mfg. Part No. Description Stock No. 1-9+ Mfg. Part No. Description Stock No. | 1-24+ _ 
AEC-Q100 Qualified, Precision ADC LTC1608 - High Speed, 16-Bit, 500ksps Sampling A/D Converter with Shutdown 
@ ADS1018QDGSRQ1 4-CH 12 bit 3.3 KSPS Single VSSOP 78Y9386 — @ LTC1608CG#PBF 16 bit 500 kSPS Single SSOP 56M2631 — 
@ ADS1118QDGSRQ1 4-CH 16 bit 860 SPS Single VSSOP 78Y9387 _ LTC1859 - 8-Channel, 16-Bit, 100ksps SoftSpan A/D Converters with Shutdown 
High Speed ADC @ LTC1859CG#PBF 16 bit 100 kSPS Single SSOP 56M4002 —_ 
@ ADS5547IRGZT 14 bit 210 MSPS Single QFN 21M9195 _ @ LTC18591G#PBF 16 bit 100 kSPS Single SSOP 56M4006 = 
@ ADS8320E/250 16 bit 100 kSPS Single VSSOP 35C1581 a LTC1863 - 12-bit, 8-Channel 200ksps ADCs 
Low Noise, Precision, Sigma Delta ADC @ LTC1863LIGN#PBF Octal 12 bit 175 kSPS Single SSOP 56M4086 = 
@ ADS1256IDBT 24 bit 30 kSPS Single SSOP 73H4119 12.65 LTC1864 - Power, 16-Bit, 250ksps 1- and 2-Channel ADCs in SOIC 
@ ADS1255IDBR 24 bit 30 KSPS Single SSOP 86W5953 — @ LTC1864CS8#PBF 16 bit 250 kSPS Single SOIC 56M4110 — 
Low Power, High Speed ADC LTC1867 - 16-Bit, 8-Channel 200ksps ADCs 
ADC3442EVM EVALUATION BOARD 38Y6595 — DC806A LTC1867 Dev Kit ADC 08W0136 = 
@ ADC34J22IRGZ25 12 bit 50 MSPS Single VQFN 520789 - @ LTC1867ACGN#PBF Octal 16 bit 200 kSPS Single SSOP 56M4218 —_ 
ADC3421EVM EVALUATION BOARD, 12BIT ADC 58Y6060 = LTC220x - High Speed, 16-Bit, ADC 
@ ADC3421IRTQ25 4-CH 12 bit 25 MSPS Single VQFN 78Y8966 = @ LTC2203CUK#PBF 16 bit 25 MSPS Single QFN 56M4816 es 
@ ADC3422IRTQ25 4-CH 12 bit 50 MSPS Single VQFN 78Y8967 — @ LTC2203IUK#PBF 16 bit 25 MSPS Single QFN 56M4820 = 
@ ADC3423IRTQ25 4-CH 12 bit 80 MSPS Single VQFN 78Y8968 68.98 @ LTC2207IUK#PBF 16 bit 105 MSPS Single QFN 56M4876 —_ 
@ ADC3424IRTQ25 4-CH 12 bit 125 MSPS Single VQFN 78Y8969 — LTC2249 - 14-Bit, 80Msps Low Power 3V ADC 
@ ADC3441IRTQ25 4-CH 14 bit 25 MSPS Single VOFN 78Y8970 45.77 @ LTC2249|UH#PBF 14 bit 80 MSPS Single QFN 56M5162 —_ 
@ ADC3442IRTQ25 4-CH 14 bit 50 MSPS Single VQFN 78Y8971 65.03 LTC2284 - Dual 14-Bit, 105Msps Low Power 3V ADC 
@ ADC3443IRTQ25 4-CH 14 bit 80 MSPS Single VQFN 78Y8972 82.93 @ LTC2284|UP#PBF 14 bit 105 MSPS Single QFN 56M5250 a 
@ ADC3444IRTQ25 4-CH 14 bit 125 MSPS Single VQFN 78Y8973 160.53 LTC2311 - Differential Input ADC with Wide Input Common Mode Range 
Low Power, Precision ADC @ LTC2311CMSE-14#PBF SAR 14 bit 5 MSPS Single MSOP 90Y9301 = 
430BOOST-ADS1118 EVALUATION BOARD, ADC. 11X5260 24.16 @ LTC2311CMSE-16#PBF SAR 16 bit 5 MSPS Single MSOP 909302 ay 
@ ADS1118IDGST 16 bit 860 SPS Single VSSOP 5779643 — @ LTC2311HMSE-14#PBF SAR 14 bit 5 MSPS Single MSOP 909303 = 
@ ADS8325IBDGKT 16 bit 100 kSPS Single VSSOP 80K5561 — @ LTC2311HMSE-16#PBF SAR 16 bit 5 MSPS Single MSOP 90Y9304 = 
Low Power, Precision SAR ADC @ LTC2311IMSE-14#PBF SAR 14 bit 5 MSPS Single MSOP 909305 — 
@ ADCS7476AIMF/NOPB 12 bit 1 MSPS Single SOT-23 41K1406 — @ LTC2311IMSE-16#PBF SAR 16 bit 5 MSPS Single MSOP 909306 = 
@ ADC104S021CIMM/NOPB 10 bit 200 kSPS Single SOP 41K1538 3.71 LTC2314 - 14-Bit, 4.5Msps Serial Sampling ADC 
@ ADC122S021CIMM/NOPB 12 bit 200 kSPS Single SOP 41K1597 3.79 @ LTC2314CTS8-14#TRMPBF 14 bit 4.5 MSPS Single TSOT-23 72W4001 = 
Medical Front End ADC LTC2368 - 18-Bit, 1Msps, Pseudo-Differential Unipolar SAR ADC 
@ ADS1298RIZXGT 24 bit 32 KSPS Single NFBGA 3272533 = @ LTC2368CMS-18#PBF 18 bit 1 MSPS Single MSOP 8273881 eas, 
Precision, Sigma Delta ADC LTC237x - Low Power SAR ADC 
@ ADS1248IPW 24 bit 2 KSPS Single TSSOP 05R0320 — @ LTC2379CMS-18#PBF 18 bit 1.6 MSPS Single MSOP 5975449 eee, 
@ ADS1274IPAPT 24 bit 144 kSPS Single HTQFP 28X4190 = @ LTC2377CMS-20#PBF 20 bit 500 KSPS Single MSOP 94W8381 = 
@ ADS1274IPAPT 24 bit 144 kSPS Single HTQFP 50M8809 — @ LTC2378CDE-20#PBF 20 bit 1 MSPS Single DFN 94W8387 —_ 
@ ADS1278IPAPT 24 bit 144 kKSPS Single QFP. 50M8811 44.59 LTC2380 - 2 Msps, Low Power SAR ADC 
@ ADS1262IPW 32 bit 38.4 kSPS Dual (+/-) TSSOP 51Y6160 eas @ LTC2380IMS-24#PBF Low Power SAR 24 bit 2 MSPS Single MSOP | 70Y5360 = 
@ ADS1263IPW 32 bit 38.4 KSPS Dual (+/-) TSSOP 53Y0369 = LTC2380 - Low Power SAR ADC 
@ ADS1258IRTCT 24 bit 125 KSPS Single VQFN 63K4828 = @ LTC2380IDE-24#PBF Low Power SAR 24 bit 2 MSPS Single DFN | 70Y5358 as 
Precision ADC LTC23xx - 8-Channel Differential Input SoftSpan ADC 
@ ADS1115IDGST 16 bit 860 SPS Single VSSOP 28X4185 = DC2094A-A LTC2348-18 Dev Kit ADC 49Y1626 as 
Precision Analog-to-Digital Converter with 8051 Microcontroller @ LTC2348HLX-184PBF Octal 18 bit 200 kSPS Single LQFP 4971636 = 
@ MSC1210Y5PAGT 24 bit 1 KSPS Single TQFP 75C3980 — @ LTC2348CLX-16#PBF 16 bit 200 kSPS Single LQFP 667060 as 
Precision SAR ADC @ LTC2335CLX-16#PBF 8-CH 16 bit 1 MSPS Single LQFP 78Y0576 —_ 
@ ADS8507IBDW 16 bit 40 kSPS Single SOIC 26M8851 18.22 @ LTC2335CLX-18#PBF 8-CH 18 bit 1 MSPS Single LQFP 78Y0577 -— 
@ TLC2543CDW 12 bit 66 KSPS Single SOIC 36K7646 es @ LTC2335HLX-16#PBF 8-CH 16 bit 1 MSPS Single LQFP 78Y0578 a 
@ ADS8505|IBDW 16 bit 250 kSPS Single SOIC 63K4845 = @ LTC2335HLX-18#PBF 8-CH 18 bit 1 MSPS Single LQFP 78Y0579 = 
@ ADS7828E/250 12 bit 50 KSPS Single TSSOP 7407158 6.23 @ LTC2335|LX-16#PBF 8-CH 16 bit 1 MSPS Single LQFP 78Y0580 ar 
@ ADS7828EB/250 12 bit 50 KSPS Single TSSOP 7407160 8.13 @ LTC2335|LX-18#PBF 8-CH 18 bit 1 MSPS Single LQFP 78Y0581 = 
Pseudo Diff Input, Precision ADC @ LTC2345CUK-16#PBF 16 bit 200 kSPS Single QFN 79Y6220 = 
@ ADS8326IDGKT 16 bit 250 kSPS Single VSSOP 28X4199 - DC2412A-B LTC2335-16 Dev kit ADC 80Y5788 -—- 
Self Calibrating, Precision ADC LTC2400 - pPower No Latency Delta-Sigma ADC 
@ LM12H458CIV/NOPB 13 bit 182 kKSPS Single LCC 41K3492 ext @ LTC24001S8#PBF 24 bit 7.5 SPS Single SOIC 56M5404 -- 
@ ADS1112IDGST 16 bit 240 SPS Single VSSOP 73H4116 ees LTC2413 - No Latency Delta Sigma ADCC 
PIM_5576433 @ LTC2413CGN#PBF 24 bit 6.9 SPS Single SSOP 56M5472 pas 
LTC2440 - High Speed Differential Delta Sigma ADC 
LINEAR TECHNOLOGY - ANALOG TO Pols Ln @ LTC2440IGN#PBF 24 bit 3.5 KSPS Single SSOP 56M5612 — 
DIGITAL CONVERTER SELECTION Available L J LINCAR PIM_5576418 
afer cer in unrnas ocean 0] MAXMANALOGTODIGITAL = §EBIE.  maxim 
for communications and 8-bit to 20-bit low power successive approximation register (SAR) analog to digital CONVERTER SELECTION Available integrated.. 
converter for everything in between. 
Price Each Maxim's portfolio includes precision analog-to-digital converter ICs with superior conversion performance under 
Mfg. Part No. Description StockNo. | 4-244 2Msps, and high speed ADC ICs optimized for sample rates over 2Gsps. Maxim offers ADCs with built in signal 
- - L — chain features including integrated programmable gain amplifiers and precision voltage references. 
LTC1290 - Single Chip 12-Bit Data Acquisition System Tape Cut 
@ LTC1290CCN#PBF Octal 12 bit 50 KSPS Dual (+/-) -DIP 56M0096 eae Mig. P: — =a 
= 5 L — ig. Part No. Description Stock No. 1-9+ 
LTC129x - Single Chip 12-Bit Data Acquisition System High Speed, Low Power, SAR ADC 
@ LTC1292CCN8#PBF 12 bit 60 KSPS Single DIP | 56M0139 — @ MAX11105AUT#T High Speed 12 bit 2 MSPS Single SOT-23 73Y 1892 Hoe 
@ LTC1294CCN#PBF 12 bit 46.5 kSPS Single DIP 56M0172 — . 
- - - High Speed, SAR ADC 
LTC1402 - Serial 12-Bit, 2.2Msps Sampling ADC with Shutdown @ MAX125CEAX#D 14 bit 250 KSPS Dual (#/) SSOP 73Y2043 TEE 
@ LTC1402CGN#PBF 12 bit 2.2 MSPS Single SSOP 28M8968 ee 
> CONTINUED > > CONTINUED > 
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Tape Cut 
Mfg. Part No. Description StockNo. | 1-9* 
Low Power, SAR ADC 
@ MAX1112CAP+ Low Power 8 bit 50 kSPS Single SSOP 73Y1896 6.50 
@ MAX1112EAP+ Low Power 8 bit 50 kSPS Single SSOP 73Y1898 10.24 
@ MAX1162BEUB+ 10uA Shutdown 16 bit 200 kSPS Single uMAX 73Y1952 34.98 
Low Power ADC 
@ MAX1117EKA+T Low Power 8 bit 100 kKSPS Single SOT-23 73Y1907 2.95 
@ MAX11617EEE+ Low Power 12 bit 94.4 kKSPS Single QSOP 73Y1949 10.86 
@ MAX1239KEEE+ Low Power 12 bit 94.4 kSPS Single QSOP 73Y2022 18.08 
Micro-Processor Compatible SAR ADC 
@ MAX160EWN+ 8 bit 250 kSPS Single WSOIC 73Y2425 26.89 
Multirange, Serial ADC 
@ MAX127AEAI+ Fault Tolerant 12 bit 8 KSPS Single SSOP 73Y2051 44.83 
@ MAX128BCNG+ Fault Tolerant 12 bit 8 kSPS Single DIP 73Y2065 37.07 
Serial ADC 
@ MAX132EWG+ 18 bit 100 SPS Dual (+/-) WSOIC. 73Y2128 29.19 
Serial ADC with Digital Interface 
@ MAX1202ACAP+ 12 bit 133 kSPS Dual (+/-) SSOP 73Y1993 — 
@ MAX1203BCAP+ 12 bit 133 KSPS Dual (+/-) SSOP 73Y1996 19.30 
@ MAX1203BEAP+ 12 bit 133 kSPS Dual (+/-) SSOP 73Y1997 Ee 
Sigma Delta ADC 
@ MAX1416EPE+ Low Power 16 bit 500 SPS Single DIP 73Y2196 16.46 
PIM_5576424 
INTERSIL - ANALOG TO DIGITAL ROHS h eo 
CONVERTER SELECTION SB Sree intersi I 
Price Each 
Mfg. Part No. Description StockNo. | 1-4¢ 
@ HI3-574AKN-5Z Dual, 12 bit, 40 kSPS, Dual (+/-), -11.4 V, 16.5 V, DIP 57K3841 exe 
@ ICL7107CM44Z Dual, 3.5 bit, 3 SPS, Dual (+/-), -5 V, 5 V, MQFP 57K3876 =e 
@ ICL7106CPLZ Dual, 3.5 bit, 3 SPS, Dual (+/-), -5 V, 5 V, DIP 61J6191 = 
@ ICL7107CPLZ Dual, 3.5 bit, 3 SPS, Dual (+/-), -5 V, 5 V, DIP 6136192 8.74 
@ ICL7135CPIZ 4.5 bit, 2 SPS, 4 V, -9 V, DIP 616196 744 
@ ICL7136CPLZ Dual, 3.5 bit, 3 SPS, Dual (+/-), -5 V, 5 V, DIP 61J6197 7.71 


PIM_5564612 


MICROCHIP “ANALOG TODIGITAL 2 
CONVERTER SELECTION naa 


Microchip's A/D converters are available in a wide range of speeds and resolu 
low power per given sampling speed. 


KX MICROCHIP 


ions, delivering high accuracy and 


Price Each 
Mfg. Part No. Description Stock No. | 1-244 
Low power, High Performance ADC 
@ TC14433EPG Dual 3.5 bit 25 SPS Dual (+/-) DIP 85C0441 = 
SAR ADC 
@ MCP3008-I/P 10 bit 200 kSPS Single DIP 19C7200 3.18 
@ MCP3008-I/SL 10 bit 200 kSPS Single SOIC 19C7201 ae 
@ MCP3008T-I/SL 10 bit 200 kSPS Single SOIC 19C7202 2.96 
@ MCP3201-CI/P 12 bit 100 kSPS Single DIP 19C7203 3.32 
@ MCP3204-CI/P 12 bit 100 kSPS Single DIP 1907209 = 
@ MCP3208-BI/P 12 bit 100 kSPS Single DIP 23C2842 6.33 
@ MCP3304-BI/P 13 bit 100 kSPS Single DIP 4002522 eye 
@ MCP3208-CI/P 12 bit 100 kSPS Single DIP 58K1815 5.07 
@ MCP3002-I/P 10 bit 200 kSPS Single DIP 61K2948 2.61 
@ MCP3021A5T-E/OT 10 bit 22.3 KSPS Single SOT-23A 6472461 0.99 
@ MCP3208-Cl/SL 12 bit 100 kSPS Single SOIC 69K7605 5 
@ MCP3202-CI/P 12 bit 100 kSPS Single DIP 72K7287 2.83 
@ MCP3221A5T-I/OT 12 bit 22.3 KSPS Single SOT-23 9202410 1.95 
Sigma Delta ADC 
@ MCP3428-E/SL 16 bit 15 SPS Single SOIC 52R9962 =a 
@ MCP3422A0-E/SN 18 bit 3.75 SPS Single SOIC 54M4863 2.90 
@ MCP3424-E/SL 18 bit 3.75 SPS Single SOIC 54M4871 ee 
@ MCP3550-60E/SN 22 bit 15 SPS Single SOIC. 69K0135 4.13 
@ MCP3421A0T-E/CH 18 bit 3.75 SPS Single SOT-23 77M2561 3.20 
@ MCP3425A0T-E/CH 16 bit 15 SPS Single SOT-23 88M9948 2.88 
PIM_5564605 
ANALOG DEVICES - DIGITAL TO RoHS 
ANALOG CONVERTER SELECTION See epian lM pera 


AHEAD OF WHAT'S POSSIBLE™ 


Analog Devices’ leading portfolio of DACs enable designers to create the robust designs they need in a range 


of industries and environments. ADI DACs are able to deliver performance an 
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(CONT.) 


reliable conversion for a range of applications including industrial automation, programmable logic controllers, 
optical transceivers, data acquisition, and more. 


Price Each 
Mfg. Part No. Description Stock No. 1-4+ 
AD420 Series 
@ AD420ARZ-32 16 bit 400 SPS Serial SOIC 24 Pins 19M0785 aoe 
@ AD420ANZ-32 16 bit 400 SPS Serial DIP 24 Pins §9K3523 = 
AD421 Series 
@ AD421BNZ 16 bit 125 SPS Serial DIP 16 Pins §9K3526 = 
AD5321 Series 
@ AD5321BRMZ | 12 bit 125 kKSPS Serial SOP 8 Pins 19M0810 = 
AD5348 Series 
@ AD5348BRUZ 12 bit 125 kSPS Parallel TSSOP 38 Pins §9K4018 es 
AD5421 Series 
@ AD5421ACPZ-REEL7 16 bit Serial LFCSP 32 Pins 9273206 = 
AD5543 Series 
@ AD5543BRMZ 16 bit Serial MSOP 8 Pins §9K4215 = 
AD558 Series 
@ AD558JNZ | 8 bit 1.25 MSPS Parallel DIP 16 Pins §9K4249 o5 
AD5621 Series 
@ AD5621BKSZ-REEL7 | 12 bit SC-70 6 Pins 67W3162 = 
AD5662 Series 
@ AD5662BRJZ-2REEL7 16 bit 125 kSPS SOT-23 8 Pins 67W3167 = 
AD5675 Series 
@ AD5675RARUZ 16 bit Serial TSSOP 20 Pins 41Y8447 = 
@ AD5675ARUZ nanoDAC+ 16 bit Serial TSSOP 20 Pins 53Y1146 = 
AD5676 Series 
@ AD5676RARUZ | 16 bit Serial TSSOP 20 Pins 418449 = 
AD5682R Series 
@ AD5682RBCPZ-RL7 14 bit Serial LFCSP 8 Pins 45Y4105 ss 
AD569 Series 
@ ADS69JNZ 16 bit Parallel DIP 28 Pins 59K4309 a 
AD5726 Series 
@ AD5726YRSZ-REEL 12 bit Bipolar Unipolar SSOP 16 Pins 67W3170 = 
AD5761R Series 
@ AD5761RBRUZ | Bipolar / Unipolar 16 bit Serial TSSOP 16 Pins 305889 = 
AD5761 Series 
@ AD5761ARUZ 16 bit Serial TSSOP 16 Pins 41Y8453 = 
AD5791 Series 
@ AD5791BRUZ 20 bit 1 MSPS Serial TSSOP 20 Pins 85R6432 ws 
AD660 Series 
@ AD660ANZ 16 bit 167 kSPS Serial DIP 24 Pins 12M8703 = 
AD664 Series 
AD664BD-BIP | 12 bit 125 kSPS DIP 28 Pins 05F7168 = 
AD7226 Series 
@ AD7226KNZ | 8 bit 143 kSPS Parallel DIP 59K4578 = 
AD7243 Series 
@ AD7243ANZ 12 bit 300 kSPS Serial DIP 16 Pins 59K4606 = 
AD7548 Series 
@ AD7548KNZ 12 bit Parallel DIP 20 Pins 59K5041 5 
AD9154 Series 
@ AD9154BCPZ Quad 16 bit 2.4 GSPS Serial LFCSP 88 Pins 44Y6991 ey 
DAC8043 Series 
@ DAC8043FPZ | 12 bit SerialDIP 8 Pins §9K7920 each 
DAC8512 Series 
@ DAC8512FPZ | 12 bit 62.5 kKSPS SerialDIP 8 Pins 19M8959 = 
PIM_5576416 
TEXAS INSTRUMENTS. DIGITALTO Gay Rip Texas 
ANALOG CONVERTER SELECTION Available INSTRUMENTS 


Authorized Distributor 


Texas Instruments range of digital to analog converters include precision and high speed DACs with resolutions 


from 8 to 20 bits. 
Tape Cut 
Mfg. Part No. Description StockNo. | 1-94 
@ DAC9881SBRGET 18 bit Serial QFN 24 Pins 08P4020 25.83 
DAC8811EVM DAC8811 Dev Kit DAC 03K9072 = 
@ DAC7311IDCKR 12 bit 225 kSPS Serial SC-70 6 Pins 08P4365 = 
@ DAC8411IDCKT 16 bit 225 KSPS Serial SC-70 6 Pins 09P8597 = 
@ DAC122S085CIMM/NOPB 12 bit Serial SOP 10 Pins 12M9648 = 
@ DAC124S085CIMM/NOPB 12 bit Serial VSSOP 10 Pins 12M9652 a 
@ TLV5630IPW 12 bit 283 KSPS Serial TSSOP 20 Pins 2600858 — 
@ DAC7571IDBVT 12 bit 50 KSPS Serial SOT-23 6 Pins 32H5598 = 
@ DAC7558IRHBT 12 bit 500 KSPS Serial QFN 32 Pins 33K5130 = 
> CONTINUED > 
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(CONT.) (CONT.) 
Tape Cut Price Each 

Mfg. Part No. Description Stock No. 1-9+ Mfg. Part No. Description StockNo. | 1-24+ _ 
@ DAC8830ICD 16 bit 1 MSPS Serial SOIC 8 Pins 34M2210 a LTC266x - Voltage Output SoftSpan DACs with 10ppm/°C Max Reference 
@ DAC7611UB 12 bit 132 kSPS Serial SOIC 8 Pins 3501628 = @ LTC2666CUH-12#PBF 12 bit Serial QFN 32 Pins 66Y7067 — 
@ DAC7714U 12 bit 89 KSPS Serial SOIC 16 Pins 35C1647 — @ LTC2666CUH-16#PBF 16 bit Serial QFN 32 Pins 66Y7069 = 
@ DAC811JU 12 bit 250 kSPS Parallel SOIC 28 Pins 3501664 — @ LTC2666HUH-12#PBF 12 bit Serial QFN 32 Pins 66Y7071 = 
@ TLC5615CP 10 bit 1.21 MSPS Serial DIP 8 Pins 35K1220 3.56 @ LTC2666HUH-16#PBF 16 bit Serial QFN 32 Pins 66Y7073 5 
@ DAC0808LCN/NOPB 8 bit Parallel DIP 16 Pins 41K1769 — @ LTC2666IUH-12#PBF 12 bit Serial QFN 32 Pins 66Y7075 — 
@ DAC0832LCN/NOPB 8 bit Parallel DIP 20 Pins 41K1771 = @ LTC2666IUH-16#PBF 16 bit Serial QFN 32 Pins 66Y7077 — 
@ DAC8551IDGKT 16 bit 200 kSPS Serial VSSOP 8 Pins 52K5717 — @ LTC2664CUH-12#PBF Quad 12 bit Serial QFN 32 Pins TTY4773 = 
@ DAC8718SRGZT 16 bit Serial QFN 48 Pins 60R2411 a @ LTC2664CUH-16#PBF Quad 16 bit Serial QFN 32 Pins TTY4774 — 
@ DAC128S085CIMT/NOPB 12 bit Serial TSSOP 16 Pins 64M6828 -—- @ LTC2664HUH-12#PBF Quad 12 bit Serial QFN 32 Pins TIV4775 = 
@ DAC121S101CIMK/NOPB 12 bit Serial TSOT-23 6 Pins 65K5283 2.99 @ LTC2664HUH-16#PBF Quad 16 bit Serial QFN 32 Pins TTY4776 = 
@ DAC712UK 16 bit 100 kSPS Parallel WSOIC 28 Pins 6703271 — @ LTC2664IUH-12#PBF Quad 12 bit Serial QFN 32 Pins TIY4777 = 

DAC8562TEVM DAC8562T Dev Kit DAC 71Y8894 = @ LTC2664IUH-16#PBF Quad 16 bit Serial QFN 32 Pins TTY4778 = 
@ DAC8574IPW 16 bit 43 kSPS Serial TSSOP 16 Pins 72K7278 = DC2376A-A LTC266x - Voltage Output SoftSpan DEV KIT 77Y6353 — 
@ DAC8531E/250 16 bit 93 kSPS Serial MSOP 8 Pins 72K8437 — LTC26xx - Rail-to-Rail DACs 
@ DAC8811IBDGKT 16 bit 2 MSPS Serial VSSOP 8 Pins 73J8228 = @ LTC2656BIFE-L16#PBF 16 bit Serial TSSOP 20 Pins 28R7624 = 
@ DAC716UK 16 bit 86 KSPS Serial 16 Pins 7409148 - @ LTC2600CGN#PBF 16 bit Serial SSOP 16 Pins 56M5795 = 
@ DAC121C085CIMM/NOPB 12 bit Serial VSSOP 8 Pins 75M6027 _ @ LTC2600IGN#PBF 16 bit Serial SSOP 16 Pins 56M5799 = 
@ DAC714P 16 bit 86 KSPS Serial DIP 16 Pins 78K7952 39.19 @ LTC2604CGN#PBF Quad 16 bit Serial SSOP 16 Pins 56M5829 = 
@ DAC7563TDGSR 2-CH 12 bit Serial VSSOP 10 Pins 78Y9388 = @ LTC2609CGN#PBF 16 bit Serial SSOP 16 Pins 56M5891 = 
@ DAC8562TDGST 2-CH 16 bit Serial VSSOP 10 Pins 78Y9389 9.21 @ LTC2610CGN#PBF Octal 14 bit Serial SSOP 16 Pins 56M5903 = 
@ DAC8563TDGSR 2-CH 16 bit Serial VSSOP 10 Pins 78Y9390 4.36 @ LTC2620CGN#PBF 12 bit Serial SSOP 16 Pins 56M6011 = 
@ DAC7554IDGSG4 12 bit 1 MSPS Serial SOP 10 Pins 81K1784 — @ LTC2622CMS8#PBF 12 bit Serial SOP 8 Pins 56M6035 — 
@ DAC7558IRHBR Octal 12 bit 500 KSPS Serial QFN 32 Pins 86W5978 — @ LTC2624CGN#PBF 12 bit Serial NSSOP 16 Pins 56M6045 = 
@ DAC5311IDCKR 8 bit Serial SC-70 6 Pins 87W8956 = LTC2704 - Voltage Output SoftSpan DACs with Readback 
@ DAC7612U 12 bit 130 kSPS Serial SOIC 8 Pins 96K4485 ead @ LTC2704CGW-16#PBF 16 bit Serial SSOP 44 Pins 56M6271 = 
PIM_5576435 LTC275x - SoftSpan Current Output DACs 
DC1792A LTC2756 Dev kit 08w0085 = 
LINEAR TECHNOLOGY - DIGITAL TO Bim fae LIN @ LTC2752BCLX#PBF 16 bit Serial LOFP 48 a 84R4956 = 
ANALOG CONVERTER SELECTION ‘Available f J LINGAR @ LTC2756BCG#PBF 18 bit Serial SSOP 28 Pins 8770984 — 
Linear Technology offers a wide range of digital to analog converters (DACs) including voltage output DACs, aisilsed 
multiplying DACs / current output DACs, high speed (current steering ) DACs and special-function DACs. 
Sg nes ed 8-bit nee sel 18-bit DACs, from single channel to higher density MAXIM - DIGITAL TO ANALOG Soper maxim 
multicnannet S$ with parallel, serial or Interfaces. ; CONVERTER SELECTION Available integrated. 
Price Each 

Mfg. Part No. Description Stock No. 41-24+ Maxim’s comprehensive porfolio of digital-to-analog converter offering devices with resolution from 4 to 18 bits 
LTC 1257 - Complete Single Supply 12-Bit Voltage Output DAC and sampling rates over 4Gsps. 
@ LTC1257CN8#PBF 12 bit Serial DIP 8 Pins 55M9717 = Price Each 
@ LTC1257CS8#PBF 12 bit Serial SOIC 8 Pins 55M9719 = Mfg. Part No. Description Stock No. 19+ 
@ L1C12571S8#PBF 12 bit Serial SOIC 8 Pins 55M9725 ae Adjustable Current Digital to Analog Converters 
LTC1446 - Dual 12-Bit Rail-to-Rail Micropower DACs @ DS4404N+ Adjustable Current 5 bit Serial TDFN 14 Pins 73Y1643 2.76 
@ LTC1446CS8#PBF 12 bit 500 KSPS Serial SOIC 8 Pins 56M1283 ae Double-Buffered, Voltage Output Digital to Analog Converters 
LTC1451 - 12-Bit Rail-to-Rail Micropower DAC @ MX7224KN+ Precision 8 bit Parallel DIP 73Y6680 41.03 
@ LTC1451CS8#PBF 12 bit Serial SOIC 8 Pins 56M1343 = Low-Power, Buffered Rail-to-Rail Digital to Analog Converters 
@ LTC 14511S8#PBF 12 bit Serial SOIC 8 Pins 56M1349 ae @ MAX5216BGUAt+ Rail to Rail Buffered Output 16 bit Serial uMAX 73Y4794 8.03 
LTC 1592 - 16-Bit SoftSpan DACs with Programmable Output Range Low Power, Voltage Output Digital to Analog Converters 
@ LTC1592ACGHPBF 16 bit Serial SSOP 16 Pins 56M2279 = @ MAXS250BCPP+ pon Power 10 bit Serial DIP:20 Eins NAAN ||_ZiLe 
LTC1595 - Serial 16-Bit Multiplying DACs @ MAX5352BCPA+ Low Power 12 bit Serial DIP 8 Pins 73Y4861 = 
@ LTC1595BCS8#PBF 16 bit Serial SOIC 8 Pins 56M2325 = © MAX5820LEUAt Low Power & bit Serial uMAX 8 Pins OEE 4.09 
@ LTC1595CCS8#PBF 16 bit Serial SOIC 8 Pins 56M2337 Pr Microprocessor Compatible Digital to Analog Converters 
LTC1597 - 16-Bit Parallel Low Glitch Multiplying DAC @ MX7524LCSE+ Precision 8 bit Unipolar NSOIC 16 Pins 73Y6687 11.88 
@ LTC1597-1ACG#PBF 16 bit 50 kSPS Parallel SSOP 28 Pins | 56M2419 = Multiplying Digital to Analog Converters 
LTC1655 - 16-Bit Rail-to-Rail Micropower DAC @ MX7541AJN+ Multiplying 12 bit Bipolar Unipolar DIP 18 Pins 73Y6694 7.49 
@ LTC1655CNG#PBF 16 bit Serial DIP 8 Pins 56M2905 = Parallel Digital to Analog Converters 
LTC1660 - Micropower Octal 10-Bit DACs @ MAX5480BCEE+ Precision 8 bit Parallel 5V QSOP 16 Pins 73Y4976 4.03 
@ LTC1660CGN#PBE 10 bit Serial SSOP 16 Pins 56M2987 — Rail to Rail Voltage Output Digital to Analog Converters 
@ LTC1660CN#PBF 10 bit Serial DIP 16 Pins 56M2991 = @ MAXS17ACPA+ Piegisionie uit otel DIRE ins COMATOSE |G 
LTC1668 - 16-Bit, 50Msps DAC Voltage Output Digital to Analog Converters 
@ LTC1668IG#PBF 16 bit 50 MSPS Parallel SSOP 28 Pins | 56M3099 = @ MAXS26DCNG+ Precision 12 bit Parallel DIP T3yas19 || 60.13 
‘11C2000-16-/14-11-Bit25GspsDACssts—=<“‘isSS~<‘<‘< 3HSté<CS;<;7 CO! @ MAX5307EUE+ Low Power Voltage Output 12 bit Serial TSSOP 73Y4836 28.47 
@ LTC2000ACY-11#PBF 11 bit 2.7 GSPS Parallel Serial BGA 170 Pins | 47Y5706 = LO MAXS32BCWE+T__ | __Precision 12 bit Serial WSOIC 16 Pins___|_73Y4849_ | 16.68 _ 
@ LTC2000ACY-14#PBF 14 bit 2.7 GSPS Parallel Serial BGA 170 Pins | 47Y5707 = @ MAXS354EUA+ Low Power 10 bit Serial uMAX 8 Pins 73y4868 9.75 
@ LTC2000ACY-16#PBF 16 bit 2.7 GSPS Parallel Serial BGA 170 Pins | 47Y5708 = @ MAXS36BCPE+ Precision 12 bit Serial DIP T3Y4870) || 43195 
@ LTC2000AlY-114PBF 11 bit 2.7 GSPS Parallel Serial BGA 170 Pins | 47Y5709 ze @ MAXS39BESA+ Precision 12 bit Serial NSOIC 8 Pins ESNAG3S = 
@ LTC2000AIY-14#PBF 14 bit 2.7 GSPS Parallel Serial BGA 170 Pins | 47Y5710 zs © MX7248JN+ Voltage Output 12 bit Parallel DIP 20 Pins TBY6683 || 46 
@ LTC2000AlY-16#PBF 16 bit 2.7 GSPS Parallel Serial BGA 170 Pins | 475711 — PIM_5576426 
LTC2632 - SPI VOUT DACs with 10ppm/°C Reference 
@ LTC2632HTS8-LZ12#TRPBF 12 bit Serial TSOT-23 8 Pins 2774183 =a MICROCHIP - DIGITAL TO ANALOG RoHS ° 
LTC264x - Voltage Output DACs CONVERTER SELECTION Geptinoian KX MicROCHIP 
MW LTC2E41IMSE-6HPBF | 16 bitSerialMSOP8 Pins ___—(RS6M62365| =a Microchip offers low power Digitital to Analog converter (DAC) products in 8- to 12-bit resolution and 1 to 4 
@ LTC2642CMS-16#PBF 16 bit 50 MSPS Serial MSOP 10 Pins 56M6248 eee channels. 
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ANALOG-TO-DIGITAL CONVERTERS 


MICROCHIP - DIGITAL TO ANALOG CONVERTER SELECTION (CONT.) ANALOG SWITCH & MULTIPLEXER SELECTION (CONT.) 
| Price Each Tape Cut 
Mfg. Part No. Description Stock No. [124+ Mfg. Part No. Description StockNo.| 1-9 
AEC-Q100 Voltage Output Digital to Analog Converter Maxim 
@ MCP4921-E/P 12 bit Serial DIP 8 Pins 0848743 2.87 @ MAX306EWI+T ANALOGUE MUX SINGLE 16:1 WSOIC-28 73Y3139 | 11.37 
@ MCP4921-E/SN 12 bit Serial SOIC 8 Pins 088744 2.67 @ MAX326CPE+ Ultra Low Leakage SPST 4 Channels 3.5 kohm DIP 73Y3524 16.56 
@ MCP4921T-E/MS 12 bit Serial MSOP 8 Pins 0848745 1.83 @ MAX326CSE+ Ultra Low Leakage SPST 4 Channels 3.5 kohm NSOIC | 73Y3525 | 12.72 
@ MCP4922-E/SL 12 bit Serial SOIC 14 Pins 0848748 2.66 @ MAX4684EUB+T | Low Voltage SPDT 2 Channels 0.5 ohm uMAX 10 Pins | 73¥4454| 5.32 
@ MCP4728-E/UN 12 bit Serial MSOP 10 Pins 08R1808 1.95 Texas Instruments 
@ MCP4822-E/P 12 bit Serial DIP 8 Pins 411M1705 4.37 @ TPS2111APWR AUTOSWING POWER MULTIPLEXER 5.5V 8-TSSOP_ | 01J0957 1.48 
MCP4728EV MCP4728 Dev kit DAC 25R7950 21.31 @ TS5A3159DBVR _ | Single Channel SPDT 1 Channels 1.1 ohm SOT-23 6 Pins | 44J2609 = 
@ MCP4822-E/SN 12 bit Serial SOIC 8 Pins 31K2975 3.02 @ CD4051BE ANALOG MUX/DMUX 8 X 1 DIP-16 60K5119 = 
@ MCP4911-E/P 10 bit Single Ended DIP 8 Pins 53R0102 1.23 @ TS3USB30EDGSR | MULTIPLEXER/DEMULTIPLEXER 1TO 2 VSSOP-10 | 87W8985 a 
@ MCP4922-E/P 12 bit Serial DIP 14 Pins 61K2950 3.80 @ TS12A12511DCNR SPDT 1 Channels 8 ohm SOT-23 8 Pins s9wo0654 = 
Voltage Output Digital to Analog Converter @ MPC508AP ANALOG MULTIPLEXER 8 X 1 DIP-16 96K4520 — 
@ MCP48FEB01-E/UN 8 bit Serial MSOP 10 Pins 52Y7110 0.50 PIM_5576437 
@ MCP48FEB02-E/UN 8 bit Serial MSOP 10 Pins 52Y7112 0.79 0 SSS Ss ssa 
@ MCP4725A0T-E/CH 12 bit Serial SOT-23 6 Pins 77M3032 1.30 pile 
use ae Fea AND CONTROL Sepern vin a irra 
ANALOG SWITCH & MULTIPLEXER SELECTION Seirbien scsi d allpua ls 
Available Case Supply No. of Price Each 
A compehensive range of Analog Switches and Multiplexers covering single to multiple switch elements with Mfg. Part No. Style Voltage Drivers Stock No. 1-9+ 
various signal ranges in a variety of packages. Differential Line Transceiver 
Tape Cut @ ADM1485ANZ DIP-8 4.75Vto5.25V | ‘Drivers | 412M7915 =a 
Mfg. Part No. Description StockNo.| — 1-9+ RS232 Transceiver 
Analog Devices @ ADM3202ANZ DIP-16 3Vt05.5V 2Drivers | 19M8690 aa 
@ ADG1406BRUZ MULTIPLEXER 16X19.50HM 0.3A 28TSSOP —_| 07P8867 = @ ADM202EANZ DIP-16 4.5Vto5.5V | 2Drivers | 19M0699 = 
@ ADG1411YRUZ Quad Channel SPST 4 Channels 1.8 ohm 11N8724 = @ ADM202JNZ DIP-16 45Vto5.5V | 2Drivers | 19MO0700 a 
@ ADG749BKSZ-REEL7 | Single Channel SPDT 1 Channels 5 ohm SC-70 6 Pins | 12M7835 “= @ ADM232LJNZ DIP-16 4.5Vto5.5V | 2Drivers | 19M8686 = 
@ ADG706BRUZ ANALOG MULTIPLEXER 16 X 1 TSSOP-28 19M0682 = @ ADM233LJNZ DIP-20 4.75Vt05.25V | 2Drivers | 59K2037 we 
@ ADG408BRZ ANALOG MULTIPLEXER 8 X 1 NSOIC-16 19M8647 = @ ADM208EANZ DIP-24 4.5vto5.5V | 4Drivers | 19M0702 a 
@ ADGS508FBRNZ ANALOG MULTIPLEXER 8 X 1 NSOIC-16 19M8660 = @ ADM238LJNZ DIP-24 4.5Vto5.5V | 4Drivers | 59K2045 = 
@ ADG601BRTZ-REEL7 SPST 1 Channels 2 ohm SOT-23 6 Pins 19M8662 = @ ADM101EARMZ MSOP-10 4.5Vt05.5V (Drivers | 19M8678 = 
@ ADG712BRUZ Quad Channel SPST 4 Channels 2.5 ohm TSSOP 16| 19M8668 = @ ADM3202ARWZ SOIC-16 3Vt05.5V 2Drivers | 19M8691 = 
Pins @ ADM3202ARNZ SOIC-16 3Vto5.5V 2Drivers | 59K2061 ae 
@ ADG1206YRUZ ANALOG MULTIPLEXER 16 X 1 TSSOP-28 28M3577 = @ ADM3202ARNZ-REELT SOle-16 3Vt05.5V Drivers | 59K2063 = 
@ ADG1408YRUZ ANALOG MULTIPLEXER 8 X 1 TSSOP-16 28M3586 = @ ADM202JRNZ SOlC-16 45vio55V| DDrivers | 49M0701 a 
@ ADG1434YRUZ Quad Channel SPDT 4 ag 4 ohm TSSOP 20 | 28M3595 oe @ ADM232LJRZ SOIC-16 4.5Vto5.5V 2Drivers 49M0706 SES 
Ins - 
@ ADG1414BCPZ-REELT | Octal Channel SPST 8 Channels 21.5 ohm LFCSP| 39¥2626|  — SB ADNZUZEARNG SOG | 45Vio5SV__ | Drivers _[RBBRIES = 
24 Pins @ ADM232AARNZ SOIC-16 45vto5.5V | 2Drivers | 59K2026 a 
@ ADG819BRTZ-REEL7 | Single Channel SPDT 1 Channels 1.6 ohm SOT-23 6| 39Y2647 = @ ADM211EARZ SOIC-28 4.5vto5.5V_ | 4Drivers_| _19M0704 _ 
Pins @ ADM213EARZ SOIC-28 4.5Vto5.5V | 4Drivers | 19M0705 a 
@ ADG1209YRZ ANALOG MULTIPLEXER DUAL 4X1 SOIC16 41M1909 = @ ADM1385ARSZ SSOP-20 3Vt05.5V 2Drivers 59K1888 = 
@ ADG1207YRUZ MULTIPLEXER 8 CHANNEL SMD TSSOP28 1207 | 46M5167 = @ ADM3222ARSZ SSOP-20 3Vt05.5V Drivers | 59K2067 ae 
@ ADG1409YRUZ ANALOG MULTIPLEXER DUAL 4X1 TSSOP16 55M3850 = @ ADM3311EARSZ. SSOP-28 2.7Vt03.6V 3Drivers 49M1177 ae 
@ ADG212AKNZ Quad Channel SPST 4 Channels 115 ohm 15V DIP| 59K1189 = @ ADM211EARSZ SSOP-28 4.5Vt05.5V 4Drivers 49M0703 a 
@ ADG419BRZ Single Channel SPD a 25 ohm SOIC 8 Pins | 59K1263 = ee dba ua — — 
@ ADG438FBRZ ANALOG MULTIPLEXER 8 X 1 NSOIC-16 59K1296 Seu nue TSSOP6 | 46Vi05.6V_| 2Drivers [AIRE = 
= @ ADM3222ARUZ TSSOP-20 3Vt05.5V 2Drivers | 19M8692 a 
- pees abeclibealieaciai ne ~ me aah = @ ADM3311EARUZ TSSOP-28 2.7vto3.6V | 3Drivers | 198693 a 
@ ADG619BRTZ-REEL7 | Single Channel SPDT 1 Channels 7 ohm SOT-23 8] 59K1442 = pda Ha = = _— — 
Pins @ ADM232AARWZ wsolc-16 | 4.5Vto5.5V | 2Drivers | 19M8685 we 
@ ADG714BRUZ Octal Channel SPST 8 Channels 4.5 ohm TSSOP 24] 59K1531 | SADMAIZEARWZ WSOIC-16 | 4.5Vt05.5V_ | 2Drivers _[EESSKANS = 
Pins @ ADM242ARZ wsolc-18 | 4.5Vto5.5V | 2Drivers | 19M8687 ss 
@ ADG726BSUZ ANALOG MULTIPLEXER DUAL 16 X 1 TOFP-48 | 59K1555 = RS422 / RS485 Transceiver 
@ ADG739BRUZ Dual Channel SPST 2 Channels 4.5 ohm TSSOP 16] 59K1581 = @ ADM1486ARZ NSOIC-8 | 4.75Vto5.25V | ‘Drivers | 59K1897 = 
Pins @ ADM3483ARZ SOIC-8 3Vt03.6V 1Drivers | 19M1178 = 
@ ADG801BRTZ-REEL7 | Single Channel SPST Tene 0.25 ohm SOT-23] 59K1626 = @ADMGAREART SOIC ayia BV ‘Drivers ORTATE = 
@ ADG1609BCPZ-REEL7| _ ANALOGUE MULTIPLEXER 4TO 1LFCSP-16 | 67W2632|  —- @ ADMABBARZ SOs SMo3.6V__ | 1Drivers _[RBMIISS =e 
DADGI412VCPZ-REELT | Quad Channel SPST 4 Channels 18 ohm LECSP 16] e7wati7] =. @ ADM3490ARZ SOIC-8 3Vt03.6V (Drivers | 19M1184 = 
Pins @ ADM3493ARZ SOIC-8 3Vt03.6V (Drivers | 19M1182 = 
@ ADG1434YCPZ-REEL7 | Quad Channel SPDT 4 Channels 4.7 ohm LFCSP 20] 67W3121 a @ ADM3491ARZ SOIC-14 3Vt03.6V ‘(Drivers | 49MO0708 = 
Pins @ ADM3076EARZ SOIC-14 3Vt03.6V {Drivers | 28M3724 ae 
@ ADG1606BCPZ-REEL7 | ANALOGUE MULTIPLEXER 16TO 1 LFCSP-32 | 67W3123 = RS485 Transceiver 
@ ADG1436YRUZ Dual Channel SPDT 2 Greets 1.8 ohm TSSOP 16] 7378146 = @ ADM488ANZ DIP-8 45vi05 5V ‘Drivers | 49M1483 = 
DADG1636BCPZ-REEL7 | Dual Channel SPDT 2 Channels tohmLFCSP 16Pins| 740670 |. @ ADM485JNZ DIP-8 4.75Vto5.25V 1Drivers 96K2074 esd 
@ ADG5433BRUZ-REELT| Triple Channel SPDT 3 Channels 14 ohm TSSOP 16] 9274806 | — SADMABOARZ NSOIG-8 | 4.5Vi05.5V_| (Drivers _RRIEMHGE a 
Pins @ ADM1485ARZ SOIC-8 4.75Vt05.25V | ‘Drivers | 19M1176 = 
@ ADG5434BRUZ-REEL7 | Quad Channel SPDT 4 Channels 14 ohm TSSOP 20] 9271807 = @ ADM1485JRZ SOIC-8 4.75Vto5.25V | ‘Drivers | 49M8683 = 
Pins @ ADM485ANZ SOIC-8 4.75Vto5.25V | 1Drivers | 19M8695 = 
@ ADG719BRTZ-REEL7 | Single Channel SPDT 1 Channels 2.5 ohm SOT-23 6 | 96K2067 ae @ ADM485ARZ SOIC-8 7475vt0525V | ‘brivers | 19MB696 = 
er pits @ ADM485JRZ SOIC-8 | 4.75Vt05.25V | ‘(Drivers | 59K2120 = 
HILO 2 RALOG SWITCH, QUAD, SPST O16 [eer [TT ara cs 
@ DG408DYZ ANALOG MULTIPLEXER, 8 X 1, SOIC-16 11/8340 | 3.56 Scar 
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RoHS 
TRANSCEIVERS, DRIVERS Gee tinpian ANALOG RS232 TRANSCEIVERS (CONT.) 
Avalable DEVICES Case Supply No. of Price Each 
Mfg. Part No. Style Voltage Drivers Stock No. 1-24+ 
AHEAD OF WHAT'S POSSIBLE™ 7 
pe : si : ; RS232 Transceiver 
The RS-232 specification allows for reliable data transmission from one transmitter to one receiver at data rates - 
of up to 20 kbps over relatively short distances (up to 50 feet). On more recent RS-232 transceiver chips, data @ SP3232EBCY-L SSOP-16 3Vto5.5V 2Drivers 24R0357 aa 
rates of up to 1 Mbps are achievable over shorter distances (up to 5 feet). The most common applications for @ SP3232EBEY-L SSOP-16 3Vt05.5V 2Drivers 24R0366 = 
RS-232 transceivers are computers and peripherals, mobile phone data cables, and diagnostic data ports. © SP3232ECY-L ‘SSOP-16 3Vt05.5V Drivers 24R0375 ne 
The RS-485 specification meets the requirements for a truly multipoint communications network, and the - - 
standard specifies up to 32 drivers and 32 receivers on a single (2-wire) bus. Some RS-485 transceivers modify @ SP3232EEY-L SSOP-16 3Vt05.5V 2Drivers 24R0384 Bea 
the input impedance to allow up to 8x more nodes to be connected to the same bus. Analog Devices offers a @ SP3232EUCY-L ‘SSOP-16 3Vto5.5V 2Drivers 24R0407 -—- 
pie mung RS-485/RS-422 transceivers and iCoupler® isolated RS-485/RS-422 transceivers to @ SP3222EBEY-L ‘SSOP-20 3Vt05.5V Drivers 24R0268 as 
- TaneiGal @ SP3222EEY-L SSOP-20 3Vt05.5V 2Drivers 24R0280 = 
Case Supply No. of ape vu 7 % F = 
Mig. Part No. Style Voltage Drivers Stock No. 1.94 @ SP3222EUCY-L SSOP-20 3Vt05.5V ee 24R0286 
Fs @ SP3223ECY-L SSOP-20 3Vt05.5V 2Drivers 24R0304 ane 
eee area et TSSOP-20 3Vt05.5V 3Dri 24R0231 
@ADMSI01EACPZ-250R7 | LFCSP-12 | 3Vt055V | ‘Drivers | 50MO780 = SS SPSZ0SEEYL : ua ners = 
@ ADM3232EARNZ NSOIC-16 | avio55V | 2Drvers | 28M3736 = SSPE KL Jss0kzs aviOBY SD rivers ZERE = 
@ ADM3101EARQZ asoP-16 | 3vto55V | iDrvers | B4M7773 = Sree BCL son ae a os en aaa = 
@ ADM213ARSZ SS0P-28 | 45vt065V | 4Drivers | 59K2008 a SSH SAISEBEV-L : ka mers = 
@ ADM3312EARUZ TS50P-24 | 27V03.6V__| Drivers | 59K2091 = eSreeeeeE NL ROE = aia ; eee ciel = 
@ ADM3315EARUZ TssoP-24 | 27Vvio36V | SDrivers | 59K2097 = @ SP S2S2EC TL Wyo d aS = 
RS422 | RS485 Transceiver SSiSOECEL : = a“ = 
@ ADM4853ARZ NSOIC-8 | 4.75Vto5.25V | ‘Drivers | 12M8025 a PIM_156261 
PIM_136330 
IL4- and IL3- SERIES ISOLATED RS-422, RS-485, N VE— 
RS232 TRANSCEIVERS aes, PROFIBUS, AND CAN TRANSCEIVERS NVE CORPORATION 
pliant 
Available EXA = RoHS — 
< : DE > >, ISODE DE > aa ISODE pg an ISODE Sep Einpen 
ANew Direction in Mixed-Signal . > re D > iil e ) % 
Applications: @ HVAC controls R ia > se A Zz 
@ Factory automation @ Telecommunication equipment R <4 A RE B R <5 A 
@ Point-of-Sale(POS) equipment @ Gaming machines _ < 8 OUT, << < IN 8 
@ Industrial and single board computers @ Network switches and data routers RE ze 
@ Industrial and process control equipment ides IL485w 1422 
Exar offers a large portfolio of RS-232 serial transceivers. The family consists of traditional RS-232 transceivers DE a 
to the more advanced RS-232 transceivers with Auto On-line Plus and low voltage logic (1.65V to 5.5V I/O logic DE | | na ISODE. Veo . —P>, 
supply) features. In addition, many of the RS-232 transceivers have enhanced ESD protection. Exar offers new : [5 You Tt ) Po 7 
RS-232 products that meet rigid IEC 61000-4-2 air-gap and contact ESD standards. This protection makes the _ > Your 2 Zz 
product immune to damage from ESD strikes. Many of the devices are drop-in replacements and functional R rt > ie A" % Vein 
equivalents to existing industry standard solutions. ik Ken A < B x rt _s i 
NO suffix - contains Pb _ a ¥ RE 
“= L" suffix - ROHS Compliant RE IL3x85 iL3x22 
Case Supply No. of Price Each 113585 
Mfg. Part No. Style Voltage Drivers Stock No. 1-24+ Features: © Digital and Passive Input Versions 
RS232 Transceiver e@ 3Vor5 V Power Supply @ 25,000 Year Barrier Life 
© SP3232ECP-L DIP-16 3Vt05.V | 2Drivers | 24R0372 = se cee aa — Seduce : ie anal sah ne ros feat 
; 's award-winning IL4- and IL3-Series single-chip isolated transceivers dramatically reduce chip count an 
@ SP202EEP-L DIP-16 4.5Vt05.5V 2Drivers 23R9990 = board area compared to traditional optocouplers. Unique 0.15” SOIC packages for some parts reduce board 
@ SP232ACP-L DIP-16 4.5Vt05.5V 2Drivers 24R0078 = area even more. 
@ SP232AEP-L DIP-16 4.5Vto5.5V 2Drivers 24R0083 = Case Supply No. of Price Each 
@ SP232EEP-L DIP-16 4.5Vto5.5V 2Drivers 24R0093 = Mfg. Part No. Style Voltage Drivers Stock No. 1-9+ 
@ SP233ACP-L DIP-20 4.5Vto5.5V 2Drivers 24R0096 eae RS422 / RS485 Transceiver 
@ SP3232EBEN-L NSOIC-16 3Vto5.5V 2Drivers 24R0361 = @ 1L3422E SOIC-16 3Vt05.5V 1Drivers 03M8152 = 
@ SP232ACN-L NSOIC-16 4.5Vto5.5V 2Drivers 24R0076 = @ 1L3222E SOIC-16 3Vt05.5V 1Drivers 93K6261 = 
@ SP3232EEN-L SOIC-16 3Vt05.5V 2Drivers 24R0379 _ @ IL3485E SOIC-16 3Vt05.5V 1Drivers 93K6262 = 
@ SP3232EET-L SOIC-16 3Vto5.5V 2Drivers 24R0382 = @ 1L3522E SOIC-16 3Vt05.5V,4.5Vt05.5V 1Drivers 4173891 6.32 
@ SP3232EUCN-L SOIC-16 3Vto5.5V 2Drivers 24R0402 = RS422 Transceiver 
@ SP202ECN-L SOIC-16 4.5Vto5.5V 2Drivers 23R9983 = @ 1L3122E SOIC-16 3Vto5.5V 1Drivers 93K6260 4.87 
@ SP202EET-L SOIC-16 4.5Vt05.5V 2Drivers 23R9991 _ @ 1L3122-3E SOIC-16 3Vt05.5V,4.5Vt05.5V 1Drivers 4173885 4.87 
@ SP232ECT-L SOIC-16 4.5Vto5.5V 2Drivers 24R0089 = @ 1L3222-3E SOIC-16 3Vt05.5V,4.5Vt05.5V 1Drivers 4173887 4.98 
@ SP232EET-L SOIC-16 4.5Vto5.5V 2Drivers 24R0094 a @ 1L3422-3E SOIC-16 3Vt05.5V,4.5Vt05.5V 1Drivers 4173889 — 
@ SP3222EET-L SOIC-18 3Vt05.5V 2Drivers 24R0278 = @ IL422E SOIC-16 4.5Vto5.5V 1Drivers 93K6264 14.49 
@ SP312ECT-L SOIC-18 4.5Vto5.5V 2Drivers 24R0213 a RS485 Transceiver 
@ SP233ACT-L SOIC-20 4.5Vt05.5V 2Drivers 24R0097 = @ 1L3185E SOIC-16 3Vt05.5V 1Drivers 03M8150 = 
@ SP233AET-L SOIC-20 4.5Vto5.5V 2Drivers 24R0100 cee @ IL3285E SOIC-16 3Vt05.5V 1Drivers 03M8151 — 
@ SP3220ECA-L SSOP-16 3Vt05.5V 1Drivers 24R0242 = @ IL3585E SOIC-16 3Vt05.5V 1Drivers 93K6263 9.89 
@ SP3220EEA-L SSOP-16 3Vt05.5V 1Drivers 24R0246 = @ IL485E SOIC-16 3Vt05.5V 1Drivers 93K6265 14.49 
@ SP3224EEA-L SSOP-20 3Vt05V 2Drivers 24R0322 = @ 1L3185-3E SOIC-16 3Vt05.5V,4.5Vt05.5V 1Drivers 4173886 4.87 
@ SP385ECA-L SSOP-20 3Vto5V 2Drivers 24R0539 = @ 1L3285-3E SOIC-16 3Vt05.5V,4.5Vt05.5V 1Drivers 4173888 — 
@ SP208ECA-L SSOP-24 4.5Vto5.5V 4Drivers 24R0024 -— @ 1L3485-3E SOIC-16 3Vt05.5V,4.5Vt05.5V 1Drivers 4173890 — 
@ SP208EEA-L SSOP-24 4.5Vt05.5V 4Drivers 24R0028 ofl @ IL3685E SOIC-16 3Vt05.5V,4.5Vt05.5V 1Drivers 90T0849 7.56 
@ SP3243EBCA-L SSOP-28 3Vt05.5V 3Drivers 24R0425 een @ IL485WE SOIC-16 4.5Vto5.5V 1Drivers 93K6266 12.12 
@ SP3243ECA-L SSOP-28 3Vt05.5V 3Drivers 24R0441 = Accessories 
@ SP3243EEA-L SSOP-28 3Vt05.5V 3Drivers 24R0447 = Price Each 
@ SP3243EUCA-L SSOP-28 3Vto5.5V 3Drivers 24R0461 = Mfg. Part No. Description Stock No. 4+ 
@ SP3243EUEA-L SSOP-28 3Vto5.5V 3Drivers 24R0469 —~ @ 1L3585-01 Evaluation Board for Transceivers and Drivers 9475282 71.67 
@ SP3238EEA-L SSOP-28 3Vt05.5V 5Drivers 24R0417 = PIM_88869 
@ SP211EEA-L SSOP-28 4.5Vto5.5V 4Drivers 24R0052 = 
@ SP3220ECY-L TSSOP-16 3Vto5.5V 1Drivers 24R0244 eee 
@ SP3220EEY-L TSSOP-16 3Vto5.5V 1Drivers 24R0248 eee 
> CONTINUED > 
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4-20mA TRANSMITTER/RECEIVER ICs i§ TEXAS LVDS/M-LVDS/ECL/CML INTERFACE ICs (CONT.) 
INSTRUMENTS Logic Price Each 
Authorized Distributor Mfg. Part No. Type Stock No. [ 4-1-9+ 
Gee eimoint @ SN6SLVDS100DGK Translator / Repeater 02E6876 = 
Available @ SN65LVDS101D Translator / Repeater 02E6880 = 
@ SN65LVDS101DGK Level Translator 02E6881 —_ 
@ SN65LVDT101DGK Level Translator 02E6894 —_ 
@ SN65LVCP418PAPT Differential Buffer 14R5421 — 
@ SN6SELT21D Level Translator 14R9900 = 
Applications: @ Grounded Transducer Circuits G@ISNOSELIZ90 Level lyafslator EE, = 
© Industrial Process Control © Current Source Reference For Data Acquisition @ SN6SLVELT23D Level Translator 14R9902 a 
@ Pressure/Temperature Transmitters @ Programmable Current Source For Test Equipment @ SN75LVDS389DBT Differential Line Driver 1901727 = 
© Current-Mode Bridge Excitation © Power Plant/Energy System Monitoring @ SN65MLVD207D Buffer, Line Driver 22H0115 = 
Input Price Each @ SN@SLVCP15PW Transceiver, Bidirectional 33P9826 = 
Case Supply Offset : eas z 
Mfg. Part No. Style | Voltage Voltage | CMRR | Stock No. 4-9+ @ SN65LVDS31D Differential Line Driver 36K3545 2.63 
1 Amplifier @ SN65EL16D Differential Receiver 40P3857 = 
@ XTR105PA DIP-14Pins [7.5Vto36V | SOV | 82dB | 80K6192 = @ SN6SLVEP11D Fanout Buffer 40P3859 = 
@ XTR105UA SOIC-14Pins [7.5Vto36V | 250uv | 86dB | 7703632 = @ SNGSELT22DGK Level Translator 45P8150 = 
@ XTR300AIRGWT | VQFN-20Pins | 10V to40V 400uV | 126dB | 80K3974 = @ SN65SEPT22D Translator / Repeater 45P8157 _ 
3 Amplifier @ SN6S5LVELT22D Translator / Repeater 45P8166 SS 
@ XTR105P DIP-14Pins [7.5Vto36V | 100uv | 86dB | 77¢3629 | 11.49 © SN65MLVD048RGZT LVDS 63R6146 = 
@ XTRI01AP DIP-14Pins [11.6Vto40V | 100uv | 1000B | 84K4518 = @ SN65LVDS389DBT Differential Line Driver 74K3950 = 
5 Amplifier @ SN65LVDM1676DGG Differential Line Transceiver 75C7818 == 
@ XTR106P DIP-14Pins |7.5Vto36V | 100uV | 86dB | 77C3634 = @ SNOSLVDM1677DGG Transceiver 757820 = 
@ XTR106PA DIP-14Pins [7.5Vto36V | 250uv | 86dB | 80K6193 = @ SN65SLVDM179DGK Line Driver, Receiver 7567825 = 
@ XTR106UA SOIC-14Pins |7.5Vto36V | 250uV | 86dB | 80K6194 = @ SN65SLVDS047D Differential Line Driver 7507839 = 
Precision 1 AMP DIP 16 Pins, 1 Amplifier @ SN65LVDS1DBVT Differential Line Transceiver 76C0716 = 
@ RCV420JP DIP-16 Pins 11.4 V to 18V 1mV 86dB | 60K6765 bee @ SN65LVDS105PW Differential Buffer / Repeater 76C0720 = 
Precision 2 AMP 25 nA MSOP 10 Pins, 2 Amplifier @ SN65LVDS1050PW Transceiver 760722 _ 
@ XTRI11AIDGQT | MSOP-10 Pins | 7Vt0 44V 1.5mV | se 54M7931 = @ SN65LVDS33D Differential Line Receiver 76C0764 = 
Precision 2 AMP DIP 16 Pins, 2 Amplifier @ SN65LVDS9637BD Differential Line Receiver 7660806 0.69 
@ XTR110KP DIP-16 Pins | 13.5V to 40 V OV | " 79K0175 = @ SN6SLVDS9638DGK Differential Line Driver 76C0813 = 
PIM 64874 @ SN6SLVDT348PW Differential Line Receiver 7600834 = 
@ SN75LVDS84ADGGR Buffer, Translator 76C5297 = 
A @ TB3R1D PECL Differential Receiver 87H2743 — 
n . SIM-EVDSIECLICML INTERFACE Sepiiniant U ico ae @ TBSD1MD Differential Line 87H2747 = 
Authorized Distributor @ SN6S5LVDS050D Transceiver 93B4979 = 
Applications: © Telecom Infrastructure @ SN65LVDM179D Differential Line Transceiver 93B5060 = 
© Wireless Infrastructure © Printers PIM_74643 
The SNS55LVDS xxx deviceic are haracterized for operation from -55°C to 125°C. 
The SN65LVDSxxx devices are characterized for operation from -40°C to 85°C 
The SN75LVDSxxx devices are characterized for operation from 0°C to 70°C RS-232 DRIVERS, RECEIVERS, AND Gepeiniant ia TEXAS 
The intended application of the devices and signaling technique is for point-to-point baseband data transmission TRANSCEIVERS ‘Available INSTRUMENTS 
over controlled impedance media of approximately 100 Q. The transmission media may be printed-circuit board Authorized Distributor 
traces, backplanes, or cables. The large number of receivers integrated into the same substrate along with 
the low pulse skew of balanced signaling, allows extremely precise timing alignment of clock and data for Case Supply No. of Price Each 
synchronous parallel data transfers. Mfg. Part No. Style Voltage Drivers Stock No. 1-9+ 
Supply No. of Data Price Each Line 
Mfg. Part No. Case Style | Voltage Receivers Rate Stock No. 1-9+ @ SN75150P DIP-8 +10.8Vto+13.2V 2Drivers | 60K6922 eeB 
Differential Line Line Transceiver 
@ SN65LVDS31PW TSSOP-16 | 3Vto3.6V OReceivers | 400Mbps | 76C0755 = @ SN65C3221EPW TSSOP-16 3Vto3.6V 1Drivers 66K4154 ae 
Differential Line Driver RS232 / RS423 Driver 
@ SNG65LVDS9638DGN | MSOP-8 3Vto3.6V | OReceivers | 150Mbps | 7600815 = @ UA9636ACP DIP-8 +10.8Vto+13.2V 2Drivers 60K7045 = 
@ SN65LVDM31D SOIC-16 3Vto3.6V | OReceivers | 150Mbps | 35K0742 oes @ UA9636ACD SOIC-8 +10.8Vto+13.2V 2Drivers 09F1536 = 
@ SN65LVDS391PW TSSOP-16 | 3Vto3.6V | OReceivers | 630Mbps | 72K9422 = RS232 Driver 
@ SN65LVDS047PW TSSOP-18 | 3Vto3.6V | OReceivers | 400Mbps | 75C7841 ax @ SN75C188N DIP-14 +4.5Vto+15V 4Drivers 08F8025 — 
@ SN65LVDS387DGG TSSOP-64 | 3Vto3.6V | OReceivers | 630Mbps | 74K3949 = @ MC1488N DIP-14 +7.5Vto+15V 4Drivers 60K6207 = 
@ SN65LVDS9638DGKR | VSSOP-8 3Vto3.6V | OReceivers | 150Mbps | 76C0814 = @ SN75188N DIP-14 +7.5Vto+15V 4Drivers 60K6933 = 
Differential Line Receiver @ SN75150D SOIC-8 +10.8Vto+13.2V 2Drivers 08F8074 = 
@ SN65LVDS2D SOIC-8 2.4Vto3.6V | 1Receivers | 400Mbps | 76C0743 = @ SN75C188D SOIC-14 +4.5Vto+15V 4Drivers 72K9441 = 
@ SN65LVDS32D SOIC-16 3Vto3.6V | 4Receivers | 400Mbps | 68K1112 = @ SN75188D SOIC-14 +7.5Vto+15V 4Drivers 08F8135 = 
@ SN65LVDS32BDR SOIC-16 3Vto3.6V | 4Receivers | 400Mbps | 76C0758 0.74 RS232 Receiver 
@ SN65LVDT33D SOIC-16 3Vto3.6V | 4Receivers | 400Mbps | 76C0826 = @ MC1489AN DIP-14 4,5Vto5.5V te 07F4438 0.28 
@ SN75LVDT390D SOIC-16 3Vto3.6V | 4Receivers | 630Mbps | 76C5314 = @ SN75189N DIP-14 4.5Vto5.5V ODrivers 08F8140 = 
@ SN65LVDT390PW TSSOP-16 | 3Vto3.6V | 4Receivers | 200Mbps | 76C0848 ae @ MC1489N DIP-14 4.5Vto5.5V 4Drivers 60K6208 0.52 
@ SN65LVDS33PW TSSOP-16 | 3Vto3.6V | 4Receivers | 400Mbps | 76C0766 = @ SN75C189N DIP-14 4.5Vto6V i 67K1134 0.24 
@ SN75LVDT388ADBT | TSSOP-38 | 3Vto3.6V | 8Receivers | 630Mbps | 3109559 = @ SN75154N DIP-16 4,5Vto5.5V 4Drivers 08F8079 = 
@ SNG5LVDT388ADBT | TSSOP-38 | 3Vto3.6V | 8Receivers | 630Mbps | 76C0842 = @ SN75189AD SOIC-14 4.5Vto5.5V ODrivers 08F8137 0.45 
@ SN65LVDT386DGGR | TSSOP-64 | 3Vto3.6V | 16Receivers | 250Mbps | 76C0841 ee @ SN75189D SOIC-14 4.5Vto5.5V 4Drivers 35K0843 = 
@ SN65LVDT386EDGG | TSSOP-64 | 3Vto3.6V | 16Receivers | 630Mbps | 77K7808 as @ SN75154D SOIC-16 4.5Vto5.5V 4Drivers 08F8078 eS 
Differential Line Transceiver RS232 Transceiver 
@ SN65LVDS100DGKR__| MSOP-8 3Vto3.6V | 1Receivers | 2Gbps | 02E6877 = @ SN75C1406N DIP-16 +4.5Vto+15V 3Drivers 60K6918 as 
@ SN65LVDS1DBVR SOT-23-5 | 2.4Vto3.6V | OReceivers | 630Mbps | 76C0715 0.76 @ MAX232ECN DIP-16 4.5Vto5.5V 2Drivers 02M3654 = 
@ SN65LVDS2DBVR SOT-23-5 | 2.4Vto3.6V | 1Receivers | 400Mbps | 76C0744 0.76 @ MAX232EIN DIP-16 4.5Vto5.5V 2Drivers 02M3668 = 
Accessories @ MAX232N DIP-16 4.5Vto5.5V 2Drivers 59K8220 1.05 
@ MAX232IN DIP-16 4.5Vto5.5V 2Drivers 92B8965 = 
@ SN75185N DIP-20 4.5Vto5.5V 3Drivers 67K1145 = 
> CONTINUED > > CONTINUED > 
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RS-232 DRIVERS, RECEIVERS, AND TRANSCEIVERS (CONT.) RS-232 DRIVERS, RECEIVERS, AND TRANSCEIVERS (CONT.) 
Case Supply No. of | Price Each_ Case Supply No. of | Price Each 
Mfg. Part No. Style Voltage Drivers Stock No. 1-9+ Mfg. Part No. Style Voltage Drivers Stock No. 1-9+ 
RS232 Transceiver RS232 Transceiver 
@ GD75232N DIP-20 45Vt05.5V | SDrivers |  67K2800 = @ MAX3232EIPW TSSOP-16 3Vt05.5V 2Drivers 52K5782 = 
@ SN75155D SOIC-8 +45Vtoz15V | ‘Drivers |  35K0838 1.02 @ MAX3232CPWR TSSOP-16 3Vt05.5V 2Drivers 75C1004 = 
@ SN75C1406D Soic-16 | 245Vtoz15V | 3Drivers | 08F8020 = @ TRS202EIPW Tssop-16 | 4.5vto55V | 2Drivers |  71MO0461 a 
@ SN75C1406DW SOIC-16 +4.5Vtot15V 3Drivers 36K7624 = @ MAX202IPW TSSOP-16 4.5Vt05.5V 2Drivers 82H4694 See, 
@ MAX3232CDR SOIC-16 3Vt05.5V 2Drivers | 0804993 = @ TRS3318ECPWR Tssop-20 | 225Vto3V | 2Drivers | 37M0085 a 
@ TRSF3232EID SOIC-16 3Vt05.5V 2Drivers | 41M6010 = @ TRS3318ECPW TSSOP-20 | 2.25Vto3V | 2Drivers |  41M6325 a 
@ MAX3232ECD SOIC-16 3Vt05.5V 2Drivers | _52K5768 1.49 @ TRS3318EIPW TSSOP-20 | 2.25Vto3V | 2Drivers | 41M6328 on 
@ MAX3232ECDR SOIC-16 3Vt05.5V 2Drivers | 52K5771 is @ MAX3318ECPW TSSOP-20 | 2.25Vto3V | 2Drivers |  88K5477 a 
@ MAX3232EID SOIC-16 3Vt05.5V 2Drivers | _52K5776 = @ MAX3318EIPW Tssop-20 | 225Vto3V | 2Drivers |  88K5481 =a 
@ MAX3232EIDB SOIC-16 3Vt05.5V 2Drivers | 52K5777 = @ SN75C3223PW TSSOP-20 3Vt05.5V 2Drivers |  32H6454 = 
@ MAX3232EIDR SOIC-16 3Vt05.5V 2Drivers | _52K5779 = @ MAX3222EIPW TSSOP-20 3Vt05.5V 2Drivers |  71K6688 = 
@ MAX3232EIDW SOIC-16 3Vt05.5V 2Drivers | _52K5780 = @ MAX3223ECPW TSSOP-20 3Vt05.5V 2Drivers |  71K6694 = 
@ MAX3232CD SOIC-16 3Vt05.5V 2Drivers | _75C0999 = @ MAX3222CPWR TSSOP-20 3Vt05.5V 2Drivers |  75C0986 Es 
@ MAX3232CDW SOIC-16 3Vt05.5V 2Drivers | 7501002 = @ MAX3223CPWR TSSOP-20 3Vt05.5V 2Drivers |  75C0994 wi 
@ MAX32321D SOIC-16 3Vt05.5V 2Drivers | 75C1005 a @ MAX32231PWR TSSOP-20 3Vt05.5V 2Drivers | 7500998 a 
@ MAX3232IDW SOIC-16 3Vt05.5V 2Drivers | 7501008 = @ MAX32431PW TSSOP-28 3Vt05.5V 3Drivers 21H1152 a5 
@ MAX232DW SOIC-16 45Vt05.5V | 2Drivers |  34K7924 1.04 @ TRS3243ECPW SSOP-28 3Vt05.5V 3Drivers |  41M6304 = 
@ MAX232D SOIC-16 45vt05.5V | 2Drivers |  35K4719 a @ TRS3243ECPWR SSOP-28 3Vt05.5V 3Drivers |  41M6305 = 
@ TRS202EID SOIC-16 4.5Vt05.5V | 2Drivers |  71M0460 we @ TRS3243E1PW SSOP-28 3Vt05.5V 3Drivers | 41M6310 = 
@ MAX232DR SOIC-16 45vt05.5V | 2Drivers | 7500974 0.51 @ TRS3243EIPWR SSOP-28 3Vt05.5V 3Drivers |  41M6311 = 
@ MAX2321D SOIC-16 45Vt05.5V | 2Drivers |  75C0974 = @ MAX3243ECPW SSOP-28 3Vt05.5V 3Drivers | 43K3425 = 
@ MAX202CD SOIC-16 45v05.5V | 2Drivers | 82H4684 a @ MAX3243EIPW SSOP-28 3Vt05.5V 3Drivers |  43K3431 = 
@ MAX202CDW SOIC-16 4.5Vt05.5V | 2Drivers |  82H4686 = @ MAX32431PWR SSOP-28 3Vt05.5V 3Drivers | 751022 Ba 
@ MAX202ID SOIC-16 4.5Vt05.5V | 2Drivers |  82H4690 = @ MAX32381PW SSOP-28 3Vt05.5V SDrivers 0245288 = 
@ MAX3222CDW SOIC-20 3Vt05.5V 2Drivers | 7500984 = @ SN75C3238PW SSOP-28 3Vt05.5V SDrivers 02H5487 = 
@ MAX32231IDWR SOIC-20 3Vt05.5V 2Drivers | 7500997 a @ MAX3237ECPWR SSOP-28 3Vt05.5V SDrivers |  99K3246 = 
@ SN75185DW SOIC-20 4.5Vt05.5V | 3Drivers |  91F3641 1.50 PIM_177448 
@ SN75C185DW SOIC-20 4.5Vt08V 3Drivers | _08F8022 = 
SOiC-20 | 4.75Vt05.25V | SDrivers = F 
5 eae SOIC-28 3Vt05.5V 3Drivers rat = Dene eme Ne nEeENENS Gepiinpian ip TEXAS 
: Available INSTRUMENTS 
@ SN65C3221DBR SSOP-16 3Vt03.6V ‘Drivers | 75C7745 = Authorised Distriouter 
@ TRS3221ECDB SSOP-16 3Vto5.5V 1Drivers 41M6154 =_ RS-422, also known as TIA/EIA-422, is a technical standard originated by the Electronic Industries Alliance that 
@ TRS3221ECDBR SSOP-16 3Vt05.5V 1Drivers 41M6155 ay specifies electrical characteristics of a digital signaling circuit. Differential signaling can transmit data at rates as 
@ TRS3221EIDB SSOP-16 3Vt05 BV {Drivers 71M6158 is high as 10 Mbit/s, or may be sent on cables as long as 1500 meters. 
@ TRS3221EIDBR SSOP-16 3Vt05.5V ‘Drivers |  41M6159 = Case Supply No. of inricelEacth 
@ MAX3221MDBREP SSOP-16 3Vt05.5V ‘Drivers |  45M8058 = Mig. PartNo. Style Voltage Drivers __|ESIGCKING: Us 
© SN75C3221EDB SSOP-16 3vio5.5V | 1Drivers | 66K4284 = Differential Line Driver 
SRGHTEDS SEORE SEES TDives BSORSEC = @ SN75ALS191P DIP-8 4.75Vt05.25V | 2Drivers 76C5108 a 
@ MAX3232ECDB SSOP-16 3Vi05.5V___| 2Drivers | _52K5769 = ean aisle Aevio5SV_ | 4Drivers | ERIBEISUS = 
ie acnsecDER SORE sess oDivers ~ MNEEGHOGD = @ AM26C311PW TSSOP-16 4.5Vt05.5V 4Drivers 43/2168 = 
@ MAX3232CDB SSOP-16 3vio55V | 2Drivers | 87H1317 = Differential Line Receiver 
@ MAX32321DB SSOP-16 3Vi05.5V__| 2Drvers | 87H1318 = SANZOCSZEN allie A5vio5SV_ | 4Drivers _[RERGUIRISTS R25 
@ MAX3223E1DB SSOP-20 3Vi05.5V__ | 2Drivers | 71K6696 = WANZOCSZIN alist Aevio58V_ | 4Drivers | MIBETSUS = 
SiaocoER SSOP VESEY oDives REGIS = @ AM26LS32AIN DIP-16 4.75Vt05.25V | 4Drivers 67K0043 a 
muiaanChe SOP ave EV SDivers lGTERETa = @ aui26.v320D SOIC-16 3Vt03.6V 4Drivers |  34K0706 om 
@ MAX32231DB SSOP-20 3VI05.5V 2Drivers |  87H1316 = Hine 
@ GD75232DBR $SOP-20 45vto55V | Drivers | 96B8287 0.23 @AMEOLSSICN Bee STEMS EO | ZADINGS SOKOTES = 
@ SN75LV4737ADBR SSOP-28 3vio5.5V | SDrivers | 1404247 = RSAZ2 | ROAZS Receiver 
BTRSSIGECDE SORE aon BV aDivew ANSON = @ UA9637ACP DIP-8 4.75Vt05.25V | _2Drivers 60K7046 = 
enc SORA ayaEaV aDivers NMRA Mea? ae @ AM26LS32ACN DIP-16 4.75Vt05.25V |  4Drivers 60K0766 = 
@ TRS3243E1DB SSOP-28 3vio5.5V_| aDrivers | _41M6306 = SMCSIEON ile A75Mi0525V | _4Drivers_ [aRGOe2I0 = 
STR SCOP oR ayes SV aDivers AAMeSO7 = @ UA9637ACD SOIC-8 4.75Vt05.25V | 2Drivers (09F1539 = 
piaxcecene SCOPE SERV Dives MRGEGA = @ AM26C321D SOIC-16 4.5Vt05.5V 4Drivers 6702528 me 
eee ScORDE easy Dives ETE TTE = @ AM26C32CDR SOIC-16 4.5Vt05 5V 4Drivers | 747307 = 
Sik pER oe ey aDivers MEGECHIG = @ AM26LS32ACD SOIC-16 4.75Vt05.25V | 4Drivers 06F1118 = 
Sea ee AGES aDrivers ESE = @ MC3486D SOIC-16 4.75Vt05.25V | 4Drivers 07F5164 1.14 
Sees ScOPaE Tvos5y | abies EBIEOEO = © ANI26LS32A1D SOIC-16 4.75Vt05.25V | 4Drivers |  36K7132 =a 
@ MAX213IDBR ssoP-28 | 4.5vto55V | 4Drivers | 74K6673 = ee ene 
Wsnesc3221PwR | TSSOP-16 | avio36V.| ‘Drivers | vsc7716 |. — @ UA9I638CP DIP-8 4.75Vt05.25V 2Drivers 60K7047 0.39 
sae Rt TecOPHe ana ‘Dives NOSHEDTS = @ AM26C31CN DIP-16 4.5Vt05.5V 4Drivers 60K0764 = 
@ MAX32211PW TSSOP-16 | svio55V | 1Drivers | _02H5280 = SS MCSABIN Dire A7OVI05.20V_ | ADrivers _ [RUZGSUS oes 
@ TRS3221ECPW TSSOP-16 3Vt05.5V ‘Drivers | 41M6156 = SUASESECD ous 475Vi0525V | 2Drivers _ [ERRBIHZSD = 
@ TRS3221ECPWR TSSOP-16 3Vt05.5V ‘Drivers | 41M6157 = eH, a —_ inves a = 
@ TRS3221EIPW TSSOP-16 3Vt05.5V ‘Drivers | 41M6160 = SAMZEESED Sule AeVInSIOY ‘Drivers | ISCI28 = 
TESTE TSc0P.16 aay a = @ ANZ6LS31CD | SOIC-16 4.75Vt05.25V | 4Drivers 06F1107 = 
@ SN75C3221EPW TSSOP-16 3V05.5V ‘Drivers | 664286 = RS422 Transceiver 
Pree TSCOPG avRaY ‘Dives een = © SN75C1168PW TSSOP-16 4.5Vt05.5V 2Drivers 0245485 = 
@ MAX3221IPWR TSSOP-16 3Vt05.5V (Drivers. | 75C0982 =n RS485 Transceiver 
Teal TOPE Ea —— = @ SN75C1168N DIP-16 | _4.5Vt05.5V 2Drivers 99B3669 = 
@ TRSF3232EIPW TSSOP-16 3Vt05.5V 2Drivers | 41M6018 = PIM_177446 
@ TRSF3232EIPWR TSSOP-16 3Vt05.5V 2Drivers | 41M6019 = 
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INTERFACE & 1/0 CONTROLLER ICS 


RS-485 DRIVERS, RECEIVERS, AND Gepiimiiant ia TEXAS RS-485 DRIVERS, RECEIVERS, AND TRANSCEIVERS (CONT.) 
TRANSCEIVERS Avaliable INSTRUMENTS Case Supply No. of Price Each 
Authorized Distributor Mfg. Part No. Style Voltage Drivers Stock No. 1-9+ 
RS-485, also known as TIA-485(-A), EIA-485, is a standard defining the electrical characteristics of drivers and RS485 Transceiver 
receivers for use in serial communications systems. - 
RS-485 supports inexpensive local networks and multidrop communications links, using the same differential @ SN75HVD12D SOIC-8 3Vt03.6V Drivers 76C5173 = 
balanced line over twisted pair as RS-422. It is generally accepted that RS-485 can be used with data rates up @ SN75HVD12DR SOIC-8 3Vt03.6V 1Drivers 76C5174 = 
to 10 Mbit/s and distances up to 1,200 m (4,000 ft), but not at the same time. @ SN6SHVD08D SOIC-8 3Vt05.5V 1Drivers 17M9320 3.00 
SN65 series - for operation at temperatures from -40°C to 85°C - - - 
SN75 series - for operation at temperatures from 0°C to 70°C @ SN7S5HVD08D SOIC-8 3Vt05.5V Drivers 32H6456 sec 
Suffix. D= SOIC; R = Reel (full reel); EP = Enhanced Product (High Reliability, Tested at -55C to +125C); T = @ SN65HVD1781D SOIC-8 3.15Vto5.5V 1Drivers 85M0100 -—- 
is calling out tiny reel @ SN65HVD22D SOIC-8 4.5Vt05.5V (Drivers 16M2474 a 
Case Supply No. of |Price Each =“ @ SN65HVD3085ED SOIC-8 4.5V105.5V ‘Drivers | 2108891 we 
ee Style Voltage Drivers [MESiochING Ha MES © SNESHVD3088ED soic8 | 45vio55V | ‘Drivers | 2108895 a 
Differential Line @ SN6SHVD485ED SOIC-8 4.5Vt05.5V ‘Drivers | 2148899 = 
oN DIPM6 | 4-75Vto5.25V_| Drivers _|RBOREBZ@ = @ SNOSHVD485EDR soic-s | 45vto55V | ‘Drivers | 2108902 = 
@ SN65LBC172AN DIP-16 4.75Vto5.25V 4Drivers 75C7769 = @ SNOSHVD3082ED SOIC-8 7.5Vt05 5V {Drivers 61H5396 =a 
SSNs SOIC-20 | 4.75Vt05.25V_| Drivers [ERDERBIE = @ SNESHVD3082EDR soic-s | 45vio55V | ‘Drivers | 6115397 ma 
@ SN75LBC174DW SOIC-20 4.75Vto5.25V 4Drivers 76C5198 = ® SNOSHVD24D SOIC-8 4.5Vt05 5V {Drivers 73H4411 = 
Differential Line Receiver - : @ SN6SHVD1785D SOIC-8 4.5Vt05.5V (Drivers | 94M9570 7 
SSNTSITON DIPM6 | 4-75Vto5.25V_| Drivers _|RBSREEZS = @ SNOSLBC176AD S0Ic8 | 475Vt05.25V | ‘(Drivers | 2962991 = 
SSNIDATSITSN DIPA6_| _4.76Vt05.26V_|_4Drivers_|RGIESTIZE = @ SN@5SLBC184DR soic-s | 475Vi05.25V | ‘Drivers | 75c7812 = 
@ SN75LBC175D SOIC-16 4.75Vto5.25V 4Drivers 35K4893 = @ SN75LBC179AD SOlc8 7.75Vt05.25V ‘Drivers 76C5208 7 
SSNeay SOIG-16 | 4.7oVio5.20V_| “Drivers [ERSSRSSS9 as © SN75LBC182D Soic-8 | 475Vi05.25V | {Drivers | 76C5217 = 
@ SN65LBC173D SOIC-16 4.75Vto5.25V 4Drivers 7204070 = @ SN75LBC184DR SOIC-8 7.75Vt05 25V {Drivers 7605220 = 
@ SN75LBC173D SOIC-16 4.75Vito5.25V 4Drivers 76C5193 = ® SN6SHVD1176D SOIC-8 7.75Vt05 25V {Drivers 82H5435 = 
Differential Transceiver @ SN75HVD1176D SOIC-8 | 4.75Vto5.25V | 1Drivers | 82H5798 = 
@ SN75176BP DIP-8 | 4-75Vi05.25V_ | ‘1Drivers_ [RBOING22Y = @ SN75LBC184D Soic-8 | 4.75Vt05.25V | ‘1Drvers | 83F9186 a 
SSNS 108) SOIC | 47ovins26v | 1Drivers [RUBESIEY = @ SNESHVD96D soics | 475vt055V | ‘Drivers | 79R8400 z 
@SNESLBCIE2D | SOIC | A.7VI05.Z5V_| 1Diivers | ISCZS02 NESE“ @ SNESLBC180AD soic-14 | 475vt05.25V | 1Drvers | _75C7804 a 
Line : @ SN75LBC180AD Soic-50 | 4.75Vt05.25V | ‘1Drivers | 76C5213 = 
@ SN75172N DIP-16 4.75Vto5.25V sume 60K6926 eas Transceiver 
SSN6S 17080 SOIGS | 475vi06.25V_| ‘Drivers _(RRIDBESz = @ SN7SALSTI77N DIP-16 | 475Vio5.25V | 2Drivers | 7eCcS0B4 = 
@ SN65ALS176D SOIC-8 4.75Vto5.25V 1Drivers 35K0739 = ® SN6SHVD37D Soic-14 3Vt03.6V ‘Drivers 8214169 aa 
Eine Diver @ SN65HVD1792D soic-14 | 4.5Vt05.5V ‘Drivers | 346326 Za 
@ SN75ALS174AN DIP-16 4.75Vto5.25V 4Drivers 91F3648 — @ SN6SHVD1793D SOIC-14 7.5vt05.5V 1Drivers 34P6328 =; 
Line Driver / Receiver : @ SN75LBC172A16DW SOlc-16 | 4.75Vto5.25v | 4Drivers | 73H4600 = 
SSNGSTVOUSIE SOG | 4.5vi05.5V | 1Drivers ABST = @SN7SLBCIT4ATeDW | Solc-16 | 476vt05.25v | Drivers | 7344602 = 
Rote RSH2S SAS) Revewer @ SNGSLBC172A16DW soic-16 | 4.75Vt05.25V | 4Drivers | 74M8372 a 
SSNS) : SOIG16 | 4.75Viob.2oV_| ADrivers IBUBESIDS a @ SNOSLBC175D Soic-16 | 475Vi0525V | 4Drivers | 7507784 = 
RAZZ TIRSA2SRECEIES @ SN75LBC173AD soic-16 | 4.75Vt05.25V | 4Drivers | 76C5190 =a 
@SNTSITEN __ | DING | A. 75Vi06.26V_| AD rivers | RRSORSS2 ES “@ SN7SLBCI72ADW S0Ic-20 | 475Vi0525V | 4Drivers | 3404125 a 
RS422 / RS485 Transceiver pIciTiad? 
@ SN75ALS180N DIP-14 4.75Vto5.25V 1Drivers 08F8013 = ~ 
@ SN75ALS181N DIP-14 4.75Vto5.25V 1Drivers 76C5105 es 
@ SNGSHVD33D SOIC-8 3Vt03.6V ‘Drivers | 61K1684 = LVDS DRIVERS AND RECEIVERS Sime eas y f 
@ SN65HVD30DR SOIC-8 3Vt03.6V ‘Drivers | 84K3663 = Availdbe  —AIRCHILD. 
@ SN65HVD31D SOIC-8 3Vto3.6V 1Drivers 84K3664 es y f 
@ SN65HVD32DR SOIC-8 3Vto3.6V Drivers 84K3667 — Applicati Mobile Handset: 
: pplications: © Mobile Handsets 
© SNESHVD379D SOIC-8 3Vt03.6V ‘Drivers 84K3668 — © Media Tablets @ Wireless LAN Card & Broadband Access 
@ SN65HVD1794D SOIC-8 4.5Vto5.5V 1Drivers 34P6330 = © Storage & Peripherals © PMP/MP3 Players 
@ SN65HVD179D SOIC-8 4.5Vto5.5V 1Drivers 84K3660 — FIN1001: 3.3V LVDS 1-Bit High Speed Differential Driver. The driver translates LVTTL signal levels to LVDS 
@ SN65HVD50D SOIC-8 4.5Vt05.5V 4Drivers 84K3670 as levels bai 4 pve differential output swing of 350 mV which provides low EMI at ultra low power dissipation 
- even at high frequencies. 
@ SN65HVD33DR SOIC-14 3Vt03.6V 1Drivers 61K1685 We FIN1002: 3.3V LVDS 1-Bit High Speed Differential Receiver. The receiver translates LVDS levels, with a 
@ SN65HVD34D SOIC-14 3Vt03.6V 1Drivers 61K1686 ae typical differential input threshold of 100 mV, to LVTTL signal levels. LVDS provides low EMI at ultra low power 
SOIC-14 3Vt03.6V 1Dri 61K1687 dissipation even at high frequencies. 
SS SNOSHVOMDR 2 diets 00 FIN1104: LVDS 4 Port High Speed Repeater; FIN1108: LVDS 8 Port High Speed Repeater. Repeaters are 
@ SNGSHVD35DR SOIC-14 3Vt03.6V 1Drivers 61K1689 a designed for high-speed interconnects utilizing Low Voltage Differential Signaling (LVDS) technology. 
SOIC-14 4.75Vt05.25V Dri 35K0740 a 
SS SNGGAESIBOD : — Case Signaling Peak-to-Peak Tape Cut 
@ SN75ALS180D SOIC-14 4.75Vto5.25V {Drivers 52F2693 3.05 Mfg. Part No. Style Rate Jitter Max Stock No. 4-24+ 
RS485 Transceiver Differential Driver, 3V to 3.6V 
@ SN65HVD12P DIP-8 3Vto3.6V 1Drivers 75C7743 ea @ FIN1001M5X SOT-23-5 600Mbps [ 1ns 8202736 0.71 
@ SN6SHVD1781P DIP-8 3.3Vt05V (Drivers | _08R2504 = Differential Receiver, 3V to 3.6V 
@ SN6SHVD21P DIP-8 4.5Vt05.5V iDrivers_ | 22H0103 = @ FIN1002M5X SOT-23-5 400Mbps | ‘ins 8202738 0.89 
@ SN65HVD3082EP DIP-8 4.5Vto5.5V 1Drivers 61H5398 —_ LVDS Repeater, 3V to 3.6V 
@ SN75LBC184P DIP-8 4.75Vto5.25V 1Drivers 36K7625 -— @ FIN1104MTCX TSSOP-24 800Mbps 135ps 8202773 1.85 
@ SN65LBC176AP DIP-8 4.75Vto5.25V Drivers 75C7789 = @ FIN1104MTC TSSOP-24 800Mbps 85ps 8202772 1.97 
@ SN65LBC179P DIP-8 4.75Vto5.25V 1Drivers 75C7801 - @ FIN1108MTD TSSOP-48 800Mbps 135ps 28H9763 4.23 
@ SN65LBC180N DIP-14 4.75Vto5.25V 1Drivers 75C7808 aa PIM. 88511 
@ SN75LBC180AN DIP-14 4.75Vt05.25V 1Drivers 76C5215 = . 
@ SN75LBC180N DIP-14 4.75Vto05.25V 1Drivers 92B8970 ti 
- RoHS rT 
@ SN75LBC179AP DIP-50 | 4.75Vto5.25V | ‘Drivers | 76C5210 a PRBP Oe TERRACE Eee rinenits Gepeimiiat U  ——— 
all 
@ SN65HVD3085EDGKR MSOP-8 4.5Vto5.5V 1Drivers 2148893 pee ‘Authorized Distributor 
@ SNGSHVD100D SOIC-8 3Vt03.6V ‘Drivers |  22H0094 = Applications: to TIAEIA-485/422 
@ SN65HVD12D SOIC-8 3Vto3.6V ‘Drivers 58K2335 — © Multidrop / Multipoint Clock and Data Distribution  @ Clock Distribution in Advanced TCA (ATCA) and 
@ SN6SHVD10D SOIC-8 3V 03. 6V 1Drivers 72K9420 720 @ High-Speed, LowPower, Short-Reach Alternative MicroTCA (uTCA,uTCA) Backplanes 
@ SNOSHVD11D S0IC-8 3Vt03.6V {Drivers 72K9421 a Low-voltage differential signaling, or LVDS, also known as TIA/EIA-644, is a technical standard that specifies 
- electrical characteristics of a differential, serial communications protocol. LVDS operates at low power and can 
@ SN75HVD10D SOIC-8 3Vt03.6V 1Drivers 76C5167 - run at very high speeds using inexpensive twisted-pair copper cables. 
@ SN75HVD11D SOIC-8 3Vt03.6V Drivers 76C5170 es 
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ANALOG INTERFACE - LVDS CIRCUITS (CONT.) RS-232 LINE DRIVER/RECEIVER (CONT.) 
Ine AWE gah a ae iene oe roe ari te 


- : : operational from a single 3.3 V or 5 V power supp! 
Drivers Receivers Tranceivers 1:6 Repeater and TOUT2 pins, the ADM3252E is ideally suited for operation in electrically harsh environments or where 
DS9OLVO11A DS90LV012A DS90LV019 RS-232 cables are frequently plugged and unplugged. The ADM3252E provides four independent isolation 


(SOT23-5, LLP-8) | (SOT23-5, LLP-8) (LVDS) channels using the integrated and isolated power of isoPowerl. There is no requirement to use a separate 


DS90LV017A DS90LV018A DS92LV010A isolated dc-to-dc converter. Chip scale transformer iCoupler® technology from Analog Devices, Inc., is used for 
(Bus LVDS) both the isolation of the logic signals and the integrated dc-to-dc converter. The result is a total isolation solution. 
DS91C176/ = 
D176 Case Supply No. of Price Each 
(M-LVDS) Mfg. Part No. Style Voltage Drivers Stock No. 1-9+ 
DS90LV027A DS90LV028A RS232 Transceiver 
DS90C401 (SV) DS90C402 (5V) @ ADM3251EARWZ-REEL SOIC-20 | 4.5Vt05.5V |] ‘Drivers | 24W8478 = 
DS90LV047A DS90LV048A DS92LV040A Transceiver 
DS90C031 (5V) DS90C032 (5V) Sa ee ee ee 
BGA-44 3Vt05.5V 1Drivers 93T9957 — 
DSODLVOO0A eee 
SCAN92LV090 Accessories 
(JTAG) Price Each 
Fae 6 Mfg. Part No. Description Stock No. 1+ 
( iv @ EVAL-ADM3252EEBZ | Evaluation Board for Isolated Dual Channel Transceiver | 9470870 _ 
or LVDS to PIM_207460 
LVTTL) 
Drivers and Receivers: Single: 2 
DS91C180/D180 iSENSOR MEMS INERTIAL MEASUREMENT UNITS ANALOG 
IMUs' a 
(IMUs) - DEVICES 


DS@OLVO49 
DS36C200 (5V) 


) AHEAD OF WHAT'S POSSIBLE™ 


‘ RoHS 
Case Signaling | Peak-to-Peak Price Each ] GeBerpien 
Mfg. Part No. Style Rate Jitter Max Stock No. 1-9+ 
3V to 3.6V j 
@ DS99R421QSQ/NOPB LLP-36 1.03Gbps 100ps 08N3578 eas 
@ DS91M124TMA/NOPB SOIC-16 250Mbps 250ps 40P2711 = 
@ DS91M125TMA/NOPB SOIC-16 250Mbps 250ps 40P2712 eas 
LVDS Differential Line Driver, 3V to 3.6V 
@ DS90LV017ATM/NOPB SOIC-8 600Mbps 1.2ns 41K2069 = 
@ DS90LV031ATM/NOPB SOIC-16 400Mbps 1.2ns 41K2084 = 
@ DS90LV047ATMINOPB SOIC-16 | 400Mbps 1.2ns 41K2093 3.16 Price Each 
@ DS9OLVO11ATMF/NOPB SOT-23-5 | 400Mbps 1.2ns 41K2063 ae Mfg. Part No. Stock No. [oe | 
@ DS9OLVO31ATMTC/NOPB | TSSOP-16 | 400Mbps 1.2ns 41K2085 = @ ADIS16405BMLZ 51P3726 oa 
@ DS90LVO47ATMTCINOPB | TSSOP-16 | 400Mbps 1.2ns 41K2094 a @ ADIS16362BMLZ 33R2682 = 
LVDS Differential Line Driver, 4.5V to 5.5V @ ADIS16364BMLZ 51P3724 2 
@ DS$90C031BTM/NOPB SOIC-16 | 155.5Mbps 600ps 41K2025 = @ ADIS16334BMLZ 3179263 = 
@ DS90C031TM/NOPB SOIC-16 | 155.5Mbps 600ps 41K2027 = @ ADIS16365BMLZ 3072653 = 
LVDS Differential Line Receiver, 2.7V to 3.6V @ ADIS16375BMLZ 406127 =a 
@ DS90LV012ATMFINOPB SOT-23-5 | 400Mbps 1.5ns 41K2067 = @ ADIS16460AMLZ B0Y1962 aa 
LVDS Differential Line Receiver, 3V to 3.6V @ ADIS16488BMLZ 41X3201 ay 
@ DS9OLV018ATMINOPB SOIC-8 | 400Mbps 1.5ns 41K2073 = @ ADIS16488CMLZ 41X3202 = 
@ DS90LV018ATMX/NOPB SOIC-8 400Mbps 1.5ns 41K2074 0.27 PIM_203502 
DS90LV048ATM SOIC-16 400Mbps 1.5ns 48F5644 3.89 
@ DS90LV048ATMTC/NOPB TSSOP-16 400Mbps 1.5ns 41K2097 = : : = 
LVDS Differential Line Receiver, 4.5V to 5.5V PRESSURE SENSORS Soper bh } ; c = 
@ DS90C032BTMINOPB Solc-16 | 155.5Mbps ‘ns 41K2029 = Fee es ; : al 
e nseocsartwncrs | S0c-6 | c5its [tos (IE Thesis fskonrigntie esas enerspiion my amusandinne gpa 
LVDS Receiver, 3V to 3.6V to design and add their own external temperature compensation and signal conditioning networks. 
@ DS90CR216MTD/NOPB TSSOP-48 | 1.386Gbps 490ps 41K1991 ma Price Each 
@ DS9OCR288AMTDINOPB __|_TSSOP-56 | 2.38Gbps 150ns 41K2011 = Mfg. Part No. Sensitivity | Operating Pressure | Case Style | StockNo. | 1-9+ _ 
LVDS Receiver, 4.5V to 5.5V Absolute 
@ DS90C402M/NOPB SOIC-8 155.5Mbps 1.5ns 41K2052 = @ MPXM2202AS 0.2mV/kPa_ | 0 kPa to 200 kPa MPAK-5 Pins | 26C1094 15.10 
LVDS Repeater, 3V to 3.6V @ MPX2200A 0.2mV/kPa_ | 0 kPa to 200 kPa SIP-4 Pins 07F9866 15.15 
@ DS10BR254TSQ/NOPB WQFN-40 1.5Gbps 22ps 78M7724 4.31 @ MPX2200AP 0.2mV/kPa_ | 0 kPa to 200 kPa SIP-4 Pins 07F9867 17.44 
LVDS Transceiver, 3V to 3.6V @ MPX2202AP 0.2mV/kPa_ | 0 kPa to 200 kPa SIP-4 Pins 75C3933 13.70 
@ DS91M040TSQE/NOPB LLP-32 250Mbps 4ns 11N9017 = @ MPXM2102AS 0.4mV/kPa | 0 kPa to 100 kPa MPAK-5 Pins | 26C1089 | 11.20 
@ DS91C176TMA/NOPB SOIC-8 200Mbps 2.5ps 99K2043 a @ MPXM2102A 0.4mV/kPa | 0 kPa to 100 kPa MPAK-4 Pins | 26C1088 = 
@ DS90C387VJD/NOPB TQFP-100 | 672Mbps 120ps 41K2048 _ @ MPXM2102AST1_| 0.4mV/kPa_| 0 kPa to 100 kPa MPAK-4 Pins | 75C3879 7.56 
DS90LV019TM TSSOP-14 | _100Mbps ins 83F4629 = @ MPX2102AP 0.4mV/kPa_ | 0 kPa to 100 kPa SIP-4 Pins 3100665 14.58 
@ DS90LV019TMTC/NOPB TSSOP-14 100Mbps dns 41K2075 a @ MPX2100AP 0.4mV/kPa | 0 kPa to 100 kPa SIP-4 Pins 07F9849 23.03 
@ DS90LVO49TMTINOPB TSSOP-16 | _400Mbps ins 41K2100 a @ MPX2102ASX 0.4mVikPa | 0 kPa to 100 kPa SIP-4 Pins 75C3927 | 14.57 
@ DS90LV049HMT/NOPB TSSOP-16 400Mbps ins 69K2123 -- Differential 
@ DS90CR285MTD/NOPB TSSOP-56 | 1.848Gbps 250ps 41K2003 = @ MPX2300DT1 & 0 kPa to 40 kPa SIP-4 Pins 66F7152 = 
Transceiver, 3V to 3.6V @ MPX2200DP 0.2mV/kPa_ | 0 kPa to 200 kPa SIP-4 Pins 07F9871 — 
@ DS92LV010ATM/NOPB SOIC-8 100Mbps 2ns 41K2108 _ @ MPX2202DP 0.2mV/kPa_ | 0 kPa to 200 kPa SIP-4 Pins 75C3936 | 14.58 
PIM_70658 @ MPX2100DP 0.4mV/kPa_ | 0 kPa to 100 kPa SIP-4 Pins 07F9853 es 
@ MPX2100D 0.4mV/kPa_ | 0 kPa to 100 kPa SIP-4 Pins 07F9852 13.70 
RS-232 LINE DRIVER/RECEIVER Gepeimpian ANALOG @ MPXx2102DP OamVikPa [0 kPato 100kPa_ | SIP-4 Pins 7503928 | 15.14 
Available DEVICES @ MPX2050D 0.8mV/kPa | 0 kPa to 50 kPa SIP-4 Pins 07F9828 15.75 
@ MPX2050DP 0.8mV/kPa_ | 0 kPa to 50 kPa SIP-4 Pins 48F6766 - 
oe _AHEAD OF WHAT'S POSSIBLE™ == @ MPXV2053DP 0.8mVikPa_| 0 kPa to 50 kPa sop-8 Pins | 75C3890 | 14.05 
Aye interface ; ferettorter leila im diagnostic ports @ MPXS3D d-emVikFai...0 Krato S0‘kra SIF-4 Fins SSE! uae 
© High noise data communications © Medical equipment @ MPXM2010D 2.5mV/kPa | 0 kPa to 10 kPa MPAK-4 Pins 2504133 8.58 
> CONTINUED > > CONTINUED > 


1.800.463.9275 © newark.com elementiu 51 


ANALOG, LOGIC & SENSOR ICS 
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ACS71X FULLY INTEGRATED, HALL EFFECT-BASED LINEAR CURRENT 


Price Each SENSORS (CONT.) 

Mfg. Part No. Sensitivity | Operating Pressure Case Style Stock No. 1-9+ Supply Tape Cut 
Differential Mfg. Part No. Voltage | Quiescent Current | Bandwidth | Case Style | Stock No.| —_1-24+ 
@ MPXC2011DT1 2.5mV/kPa | 0 kPa to 10 kPa SIP-4 Pins 2002917 10.65 @ ACS713ELCTR- 80 kHz 8-SOIC | 30M9923 - 
@ MPX2010DP 2.5mV/kPa_|0 kPa to 10 kPa SIP-4 Pins 07F9816 | 21.89 20AT 
@ MPX2010D 2.5mV/kPa_|0 kPa to 10 kPa SIP-4 Pins 07F9815 | 15.75 oe 80kHz | 8-SOIC | 30M9924 = 

5 ai u 
@ MPXV2010GP 2.5mV/kPa_ | 0 kPa to 10 kPa SOP-8 ins 75C3889 15.55 @ ACSTIQELCTR. }45Vt055V 70 mA 80 KHz 8-SoIc | 31M3133 = 
@ MPXV2010DP 2.5mV/kPa_|0 kPa to 10 kPa SOP-8 Pins 75C3888 — 20A-T 
@ MPX10D 3.5mV/kPa | 0 kPa to 10 kPa SIP-4 Pins 07F9771 11.21 PIM 90404 
@ MPX10DP 3.5mV/kPa_|0 kPa to 10 kPa SIP-4 Pins 07F9772 15.66 = 
Gauge 
: RoHS ji 
@ MPXM2202GS 0.2mV/kPa_|0 kPa to 200 kPa MPAK-5 Pins | 26C1093 | 10.75 TALVC SERIES LOW-VOLTAGE CMOS Ose tf TS ae 
D. " wallable 
@ MPX2200GP 0.2mV/kPa | 0 kPa to 200 kPa SIP-4 Pins 48F6770 ess Authorized Distributor 
@ MPX2202GP 0.2mV/kPa | 0 kPa to 200 kPa SIP-4 Pins 29C6803 11.95 
@ MPXV2202GP 0.2mV/kPa_ | 0 kPa to 200 kPa SOP-8 Pins 75C3895 = 
@ MPXM2102GS 0.4mV/kPa_|0 kPa to 100 kPa MPAK-4 Pins 25C4138 13.17 
@ MPXV2102GP 0.4mV/kPa_ | 0 kPa to 100 kPa SOP-8 Pins 75C3893 _ 
@ MPXM2053GS 0.8mV/kPa_ | 0 kPa to 50 kPa MPAK-5 Pins 25C4136 = 
@ MPX2050GSX 0.8mV/kPa | 0 kPa to 50 kPa SIP-4 Pins 07F9832 ees 
@ MPX2050GP 0.8mV/kPa_ | 0 kPa to 50 kPa SIP-4 Pins 48F6767 27.63 
@ MPXM2010GS 2.5mV/kPa_ | 0 kPa to 10 kPa MPAK-5 Pins 2504134 = 
@ MPXM2010GST1 2.5mV/kPa_|0 kPa to 10 kPa MPAK-4 Pins 75C3876 7.26 
@ MPX2010GP 2.5mV/kPa | 0 kPa to 10 kPa SIP-4 Pins 07F9817 23.03 SOT SOIC 
@ MPX2010GSX 2.5mV/kPa |0 kPa to 10 kPa SIP-4 Pins 07F9819 14.58 Features: @ Mounting Type: Surface Mount 
@ MPX10GP 3.5mV/kPa |0 kPa to 10 kPa SIP-4 Pins 48F6765 18.88 © Count Rate:150MHz © Number of Bits per Element: 4 
- ® Direction: Up ® Timing: Synchronous 
@ MPXV10GC7U 3.5mV/kPa_| 0 kPa to 10 kPa SOP-8 Pins 95B4475 pes © Logic Type: Binary Counter © Trigger Type: Positive Edge 
PIM_19531 Designed for 3V power supplies, feature 0.8 CMOS process technology, 24mA current. 
TALVC (low voltage CMOS) logic devices provide the low power consumption of CMOS, offers direct LVTTL 
level interfacing, supports live insertion, and is guaranteed for industrial operating temperatures. The LVC family 
TEMPERATURE SENSORS is an excellent, cost-effective solution for migrating from 5VHCMOS, ACT, and FAST into a lower power, lower 
5 / t | voltage system. 
life.augmented 
_ Case Supply Tape Cut 
RoHS Mfg. Part No. Style Voltage Stock No. 1-9+ 
Bt Celene Gee eimoiat Buffer, Inverting 
Available 2 
@ SN74LVCO6AD SOIC-14 1.65 V-3.6 V 67K2859 = 
@ SN74LVC1GO6DBVR SOT-23-5 1.65 V-5.5 V 76C4073 = 
Buffer, Non Inverting 
@ SN74LVC244AN DIP-20 1.65 V-5.5 V 67K1104 = 
@ SN74LVC1G125DCKR SC-70-5 1.65 V-5.5 V 76C4082 = 
The LM335 is a precision temperature sensor which can be easily calibrated. It operates as a 2-terminal Zener @ SN7ALVCIG125DCKT SC-70-6 1.65V-5.5V e230 = 
and the breakdown voltage is directly proportional to the absolute temperature 10 mV/K @ SN74LVC1G07DCKT SC-70-5 1.65 V-5.5 V 22H0378 = 
Mfg. Part | Supply Temp. | Temp. Price Each @ SN74LVC1G126DCKR SC-70-5 1.65 V-5.5 V 7604084 = 

No. Voltage | Output Type} Min | Max | Accuracy |Case Style|StockNo.| — 1-9+ @ SN74LVC1G07DCKR SC-70-5 1.65 V-5.5 V 7604075 = 
e = Voltage |-40°C}+100°C} +1°C 3-TO-92 | 89K1311 2.13 @ SN74LVC2G07DCKR SC-70-6 1.65 V-5.5 V 76C4196 = 
LM335AZ @ SN74LVCO7AD SOIC-14 1.65 V-3.6 V 76C4050 = 
@ LM335Z e Voltage |-40°C}+100°C} +1°C 3-TO-92 | 89K1312 = @ SN74LVC541ADW SOIC-20 1.65 V-3.6V 36K2049 0.33 
e Wto40V) Current |-25°C] 100°C | +3% 8-SO | 89K1294 1.14 @ SN74LVC1G125DBVR SOT-23-5 1.05 V-5.5V 7401414 a 
EMesADL @ SN74LVC1G07DBVR SOT-23-5 1.65 V-5.5 V 392931 0.14 

PIM-3189 @ SN74LVC1GO7DBVT SOT-23-5 1.65 V-5.5V 32H6344 = 
@ SN74LVC1G125DBVT SOT-23-5 1.65 V-5.5 V 32H6348 = 
ACS71X FULLY INTEGRATED, HALL EFFECT- F “Me. to~ @ SN74LVC1G126DBVT SOT-23-5 1.65 V-5.5 V 32H6351 = 
BASED LINEAR td afl EY Myo © SN74LVC1G125DBVT SOT-23-5 1.65 V-5.5V 84MB632 = 
CURRENT SENSORS @ SN74LVC2G07DBVR S0T-23-6 165 V-55V 764195 0.24 
epi ie @ SN74LVC2G34DBVR SOT-23-6 1.65 V-5.5 V 7604213 = 
Want 
Available @ SN74LVC2G125DCTR SSOP-8 1.65 V-5.5 V 76C4199 — 
@ SN74LVC16244ADL SSOP-48 1.65 V-3.6 V 74K3952 = 
@ SN74LVC125APWR TSSOP-14 1.65 V-3.6 V 35K0816 = 
@ SN74LVC244APWR TSSOP-20 1.65 V-3.6 V 1002401 = 
¥ R @ SN74LVC244APW TSSOP-20 1.65 V-3.6 V 02H5433 = 
¥ @ SN74LVC162244ADGGR TSSOP-48 1.65 V-3.6 V 76C4150 = 
Features @ 1,2 mQ internal conductor resistance @ SN74LVC16244ADGGR TSSOP-48 1.65 V-3.6 V 35K0818 0.65 
© Low-noise analog signal path @ 2.1 kVRMS minimum isolation voltage from pins @ SN74LVC3G34DCUR VSSOP-8 1.65 V-5.5 V 76C4270 OE 
© Device bandwidth is set via the new FILTER pin 1-4 to pins 5-8 
© 5 us output rise time in response to step input @ 5.0 V, single supply operation @ SN7ALVC2G125DCUR VSSOP-8 1.65V-5.5V 6G 200 = 
current © Output voltage proportional to AC or DC currents Buffer, Non Inverting, Buffer, Non Inverting 
@ 50 kHz bandwidth © Factory-trimmed for accuracy @ SN74LVC125AD SOIC-14 1.65 V-3.6V 94B6303 = 
© Total output error 1.5% at TA = 25°C, and 4% at @ Extremely stable output offset voltage = 
-40°C to 85°C © Nearly zero magnetic hysteresis @ SN74LVC244ADW SOIC-20 1.65 V-3.6 V 76C4240 ee 
© Small footprint, low-profile SOIC8 package © Ratiometric output from supply voltage Buffer, Schmitt Trigger 
The Allegro® ACS712 and ACS713 provide economical and precise solutions for AC (ACS712) or DC (ACS712 @ SN74LVC1G17DCKT SC-70-5 1.65 V-5.5V 22H0382 = 
and ACS713) current sensing in industrial, automotive, commercial, and communications systems. The device 
package allows for easy implementation by the customer. Typical applications include motor control, load BISNTANCIGITDCKR SC-10-6 1,65 'V-5.6 V 7604090 0.12 
detection and management, switched-mode power supplies, and overcurrent fault protection. @ SN74LVC2G17DCKR SC-70-6 1.65 V-5.5 V 76C4208 = 
Supply Tape Cut @ SN74LVC2G17DBVR SOT-23-6 1.65 V-5.5 V 76C4207 0.24 
Mfg. Part No. Voltage | Quiescent Current | Bandwidth | Case Style | Stock No.| —_1-24+ @ SN74LVC3G17DCTR SSOP-8 1.65 V-5.5 V 90H3713 0.31 
@ACS712ELCTR- | 4.5V to 5.5V 8mA 80 kHz 8-SOIC_ | 27M3644 = Buffer / Driver, Inverting 
O5B-T @ SN74LVC1GO6DBVT SOT-23-5 1.65 V-55V 32H6342 = 
@ ACS712ELCTR- 10 mA 80 kHz 8-SOIC | 30M9922 2S 
30A-T 
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TALVC SERIES LOW-VOLTAGE CMOS (CONT.) 74HC SERIES HIGH-SPEED CMOS LOGIC (CONT.) 
Case Supply Tape Cut Part Numbering: SN54ABT36148HFP EP (Enhanced Plastic) 
Mfg. Part No. Style Voltage Stock No. 1-9+ Military Temperature - 54 Technology - ABT Circuit Designator | Package Type - 3614 
Buffer / Line Driver, Inverting - 3614 
@ SN74LVC1G240DBVR SOT-23-5 1.65 V-5.5V 7604091 0.11 ; ape ace ABT = Advanced BIMOS J, JE= J=CDIP 
© SN74LVC2GO6DBVR S0T-23-6 1.65 V-5.5V 76C4193 0.06 plates ee ieee | ee a ha 
@ SN74LVC3G06DCTR SSOP-8 1.65 V-5.5 V 68K1121 0.21 0°C to 70°C Schottky Leadless Chip PCBIPN = QFP 
| fi ae - HC = High Speed Carrier FK = LCCC 
ja ag mas Sst cob 
o (QML) HCT = High Speed 
@ SN74LVC2T45YZPR BGA-8 1.65 V-5.5V 10J9673 = CMOS (TTL) 
@ SN74LVC1T45DCKR SC-70-6 1.65 V-5.5V 0140797 = Cass Output Sieh Price Each 
@ SN74LVC245ADW SOIC-20 1.65 V-3.6 V 76C4247 i Mfg, Part No. Style euireat Voltage Geet, | an 
@ SN74LVCC3245ADW SOIC-24 2.3 V-3.6 V 67K2858 0.83 AND Gate 
@ SN74LVC4245ADWR SOIC-24 2.7 V-3.6 V 35K0821 ae © SN74HCIIN DiP-ia S.amA DVio6V C0KG822 me 
@ SN74LVC1T45DBVT SOT-23-6 1.65 V-5.5V 0140796 0.38 © SN74HCOBN DiPa4 5amA tov 60KE819 = 
@ SN74LVC2T45DCTT SSOP-8 1.65 V-5.5V 69K0399 a © CD74HCO8E DiP-14 5.2mA DVtoBV 60K5155 = 
@ SN74LVC4245ADBR SSOP-24 2.7 V-5.5V 76C4289 = © CD74HC08M S0Ic-14 5.amA DVto6V 0GF3027 i 
@ SN74LVC16245ADL SSOP-48 1.65 V-3.6 V 72K9437 = © SN74HC2ID Solo-4 5.amA DVtoBV 7603493 = 
@ SN74LVC245APW TSSOP-20 1.65 V-5.5V 02H5434 a @ SN74HCO8D Solo-4 5.amA DVtoBV 36K3552 = 
@ SN74LVC8T245PWR TSSOP-24 1.65 V-5.5V 58K6538 0.51 © SN7AHCTID Solo-4 5.2mA DVIOBV 35K0801 aaa 
@ SN74LVCC3245APW TSSOP-24 2.3.V-5.5V 02H5425 = © SN74HC7001D Solo-4 5.amA DVto6V 08F6560 7 
@ SN74LVC4245APWR TSSOP-24 2.7 V-3.6 V 9288894 = Bus Buffer 
@ SN74LVC4245APW TSSOP-24 4.5 V-5.5V 35K4892 om @ SN74HC120N Dip-ia mA DVio6V 67K1082 mG 
@ SN74LVCR16245ADGGR TSSOP-48 1.65 V-3.6 V 34H2456 we inverter 
@ SN74LVC16245ADGGR TSSOP-48 1.65 V-3.6 V 36K7622 = © SN74HCOAN Dip-4 5.2mA DViobV 0aF6425 oi 
@ SN74LVCH16245ADGGR TSSOP-48 1.65 V-3.6 V 35K0815 es © SN74HCOSN DiP-14 5.amA DVto6V 60Ke818 = 
L@SNTALVC16T245DGGR__|TSSOP-48 1 O5V-55V | 586530 | @ CD 74HCOE DIP-14 5.2mA 2Vto6V 60K5154 a 
@ SN74LVC2T45DCUT VSSOP-8 1.65 V-5.5 V 0140800 = © CD74HC4049E DIP-16 5.amA DVto6V OGF3117 = 
Transceiver, Translating @ SN74HCTO4D SOIC-14 4mA 4.5V105.5V 525557 an 
@ SN74LVC1T45YZPR DSBGA-6 1.65 V-5.5V 1039664 a © SN74HCOSD Solo-4 S.amA DVto6V 0BFe426 = 
PIM_70392 @ SN74HCO4D SOIC-14 5.2mA 2Vt08V 72K9430 = 
——S— @ CD74HCO4M SOIC-14 5.2mA 2Vt06V 06F3024 = 
LOGIC - VOLTAGE-LEVEL Sei ia Ti @ CD74HC14M SOIC-14 5.2mA 2Vto8V 66F5182 om 
Compliant EXAS 
TRANSLATORS Available INSTRUMENTS @ SN74HC14NSR SOP-14 5.2mA 2Vto6V 76C3452 a 
Authorized Distributor @ SN74HC14PW TSSOP-14 5.2mA 2Vto6V 02H5414 0.11 
Inverter Schmitt Trigger 
@ SN74HC14N DIP-14 5.2mA 2Vt08V 60K6826 0.21 
@ SN74HC14D SOIC-14 5.2mA 2Vto8V 08F6449 an 
NAND 
@ CD74HCT30E DIP-14 4mA 4.5Vt05.5V 67K0122 0.11 
@ SN74HCOON DIP-14 5.2mA 2Vto8V 60K6816 0.12 
@ SN74HCO3N DIP-14 5.2mA 2Vto8V 08F6423 a 
@ SN74HC20N DIP-14 5.2mA 2Vto8V 08F6475 aH 
; @ CD74HCO0E DIP-14 5.2mA 2Vto8V 06F3016 i 
Teter me hase cena Svintogca Gees Senden teens — @sNzancion [Ot | sama ee 
in 1.8 V to 3.3 V level up translation . @ SN74HC10D SOIC-14 5.2mA 2Vto6V 72K9431 = 
ae Site | Supay Tape Cut @ SN74HCOOD SOIC-14 5.2mA 2Vt08V 08F6419 = 
Mfg, Part No. Style | Prop.Delay | Current | Voltage | Stock No. 1-9+ @ SN74HC20D SOIC-14 5.2mA 2Vto8V 7064339 0.25 
Level Translator @ CD74HCOOM SOIC-14 5.2mA 2Vt08V 7408257 0.25 
@ TXB0104ZXUR BGA-12 4ns 0.02mA ]1.2V-3.6V | 18M3269 ae @ SN74HCO3D SOlC-14 5.2mA 2Vto6V 36K7618 _ 
@ SN65CML100DGK_| MSOP-8 800ps 0.4mA [3 V-3.6V 22H0085 = @ SN74HCOOPW TSSOP-14 5.2mA 2Vto6V 02H5406 = 
@SNESLVDTI00D | SOIC-8 470ps__| 0.012mA [3 V-3.6 V 02E6889 ae NAND Schmitt Trigger 
@TXS0102DCUR __| VSSOP-8 165ns 50mA |1.65V-5.5V | 30M1878 = @ SN74HC132D SOIC-14 5.2mA 2Vto6V 35K0802 = 
Voltage Level Translator @ SN74HC132DR SOIC-14 25mA 2Vto8V 35K0803 ae 
@ TXBO106PWR TSSOP-16 4ns 0.02mA |1.2V-36V | 46P3786 = NOR 
@ TXB0108PWR TSSOP-20 4ns 0.02mA |1.65V-5.5V | 27M1151 0.82 @ SN74HCO2N DIP-14 5.2mA 2Vto8V 60K6817 = 
@PCAQ306DCUR _ | VSSOP-8 1.5ns 64mA [OV-5V 24K4704 a @ SN74HC27N DIP-14 5.2mA 2Vto6V 60K6835 0.48 
@ TXS0102DCUT VSSOP-8 165ns 50mA |1.65V-3.6V | 30M1879 a @ SN74HC02D SolC-14 5.2mA 2Vto6V 08F6421 0.11 
ain Bia7e @ SN74HC27D SOIC-14 5.2mA 2Vto8V 67K2846 0.10 
@ SN74HCO2DR SOIC-14 25mA 2Vto8V 36K7617 0.21 
OR 
oe HIGH-SPEED CMOS Ose I Te 7 @ SN74HC32N DIP-14 5.2mA 2Vto6V 60K6836 = 
ie 
Acanerad Se eaeh @ SN74HC32D SOIC-14 5.2mA 2Vto8V 08F6501 0.28 
Fatures: @ Can sink and source approx. 20mA @ CD74HC32M SOIC=14 5.2mA 2VtnbV eakeeie = 
© 2V to 6V operation © Large fan-out capability @ CD74HC4075M SOIC-14 5.2mA 2Vto8V 66F5511 = 
@ Very high impedance inputs XOR Gate 
The 74HC family of logic devices are high speed, low power devices that use CMOS circuitry. The devices are @ SN74HC86N DIP-14 5.2mA NV tobV 60K6846 a 
pin compatible with many existing devices such as the 74TTL, 74STTL and 4000 series. ® SN74HC86D Solc-i4 5.2mA DViobV 522611 ae 
PIM_12982 
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SN74 LOGIC FAMILIES (CONT.) 


; at Case Output Supply Price Each 
Authorized Distributor Mfg. Part No. Style Current Voltage Stock No. 1-9+ 
NAND 
@ SN74F10N DIP-14 20mA 4.5Vt05.5V 08F6297 ae 
@ SN74FOON DIP-14 20mA 4.5Vto5.5V 67K1065 0.25 
@ SN74ALSO0AD SOIC-14 8mA 4.5Vto5.5V 08F5927 = 
@ SN74LS00D SOIC-14 16mA 4.75Vto5.25V 72K9434 — 
@ SN74F00D SOIC-14 20mA 4.5Vt05.5V 08F6288 — 
NAND Buffer 
@ SN74LS38N DIP-14 24mA 4.75Vto5.25V 60K6884 = 
Features: Outputs With IOH and IOL of +24mAat2svvec  @SN7A4F38D_|_SOIG-14 | _ 64mA ane SOKOre 0.40 
© DOC™ (Dynamic Output Control) Circuit Dynam- © Overvoltage-Tolerant Inputs/Outputs Allow Mixed- NAND Schmitt Trigger 
ically Changes Output Impedance, Resulting in Voltage-Mode Data Communications @ SN74LS132N DIP-14 8mA 4.75Vto5.25V 60K6859 ae 
Noise Reduction Without Speed Degradation @ Latch-Up Performance Exceeds 100mA Per JESD NOR 
@ Dynamic Drive Capability Is Equivalent to Standard 78, Class Il 
With the patented Dynamic Output Control (DOC™) circuitry, AVC Series has the shortest propagation delay @ SN74LSO2N DIPS4 BmA 4.75Vt05.25V GOKGS4S = 
time (tpd) at 3.3V, 2.5V, and 1.8V supply voltages (Vcc). This enables the fastest performance while also @ SN74LS27N DIP-14 8mA 4.75Vto5.25V 59K0267 —- 
providing the lowest noise and mixed-voltage mode system support. @ SN74F02N DIP-14 20mA 45Vt05.5V 08F6290 0.17 
Tape & @ SN74F02D SOIC-14 20mA 4.5Vt05.5V 52F2625 as 
Case Supply |__Reel___ "NOR Buffer 
Mfg. PartNo. Style Voltage StockiNa: Ae2d8os @ SN74LS33N DIP-14 24mA 4,75Vt05.25V 60K6880 0.97 
Transceiver, Non Inverting OR 
Se SNGNNEZTADYZER = r ~ —— a — @ SN74ALS32N DIP-14 8mA 4.5Vt05.5V 60K6791 = 
ae SN SNELL : a 5 3 i ai rr wee @ SN74LS32N DIP-14 8mA 4,75Vi05.25V 08F7225 0.27 
BSN SAVGHIIASDORE = 7 = 5 = vz aH sa Rae? — @ SN74F32N DIP-14 20mA 4.5Vt05.5V 60K6803 = 
SSN AAV CTEDUEVE ar a — i ana = @ SN74ALS32D SOIC-14 8mA 4.5V105.5V 08F6036 = 
SSN eC LAUER Sane ; = wae 7 STaaTE = @ SN74LS32D SOIC-14 8mA 4.75Vt05.25V 67K2856 = 
eee - —— = @ SN74F32D SOIC-14 20mA 4.5Vt05.5V 67K2831 = 
@ SN74AVC2T45DCTT SSOP-8 1.2V-3.6V 21J8976 exe: XOR Gate 
SSN ANE ——— - — ——- = @ SN74ALS86N DIP-14 8mA 4.5Vt05.5V 67K1046 a 
cI El “ ——— — @ SN74LS86AN DIP-14 8mA 4.75Vt05.25V 60K6895 = 
@ SN74AVC16T245DGGR TSSOP-48 1.2 V-3.6V 21J8971 1.06 Piadsar 
@ SN74AVCB164245GR TSSOP-48 14V-3.6V 83C7531 2.59 = 
@ SN74AVC2T45DCUR VSSOP-8 1.2 V-3.6 V 21J8977 = 
@ SN74AVC2TA5DCUT VSSOP-8 12V-3.6V 2148978 = TINYLOGIC® HIGH SPEED CMOS LOGIC Gee tinpian A 
Transceiver, Translating Avaibe = AIRCHILD. 
@ SN74AVC16T245ZQLR BGA-56 1.2V-3.6V 21J8974 = y fj 
@ SN74AVC8T245DGVR TVSOP-24 1.2 V-3.6V 10J9625 — 
Volt Level Ti lat Benefits: speed applications 
onage Level lranslator Reduces routing complexity  UHS family ideal for high speed, low voltage 
@ SN74AVCA406LZXYR BGA-20 1.2V-4.6V 88K6638 = @ Allows shorter metal traces to minimize EMI operation 
PIM 82417 generation @ ULP family ideal for extremely high speed low 
= ® Prevents unnecessary power consumption from voltage operation 
unused gates @ ULPA family ideal for low power consumption, low 
SN74 LOGIC FAMILIES RoHS i T @ HS and HST family intended for 5V or very low voltage operation 
Sepeimiiat TT RUENTS Fairchild's TinyLogic® family consists of a broad spectrum of high speed, low power, CMOS single and dual 
Authorized Distributor gate logic functions in a choice of six space saving packages: SOT23-5, SC70 6-lead, US8 8-lead, and MicroPak 
6 and 8 terminal leadless packages. 
Case Output Supply Price Each TinyLogic can facilitate efficient system designs in any application. Placement of single and dual logic functions 
Mfg. Part No. Style Current Voltage Stock No. 4-9+ exactly where needed simplifies signal routing while minimizing propagation delays and noise generation. 
AND Gate Tiny Logic offers single-gate functions in very small packages. Mfg. part numbers with suffix X are supplied 
on cut tape. 
@ SN74ALS08N DIP-14 8mA 4.5Vto5.5V 60K6789 0.92 Tiny High Speed (HS) series performance similar to HC/VHC. CMOS-compatible inputs. Supply voltage: 2V-6V. 
@ SN74LS11N DIP-14 8mA 4.75Vto5.25V 08F6673 — Ordering Guide 
@ SN74LSO9N DIP-14 8mA 4.75Vto5.25V 60K6853 0.98 NC7 XX xX XX xX 
@ SN74F08N DIP-14 20mA 4.5Vto5.5V 60K6800 = TinyLogic (st letter: D= Package Special 
@ SN74ALS08D SOIC-14 8mA 4.5Vt05.5V 08F5935 as peer bie ‘ie sya . Pca 
=Dual-Bit = =| 5! =Tape&Reel 
@ SN74ALS11AD SOIC-14 8mA 4.5Vt05.5V 35K0781 = N=Triple Bit Unbuffered P5=SC70-5 300085000 
@ SN74LS08D SOIC-14 8mA 4,75Vt05.25V 08F6633 0.32 2nd letter: P6=SC70-6 “blank"= 
@ SN74LS09D SOIC-14 8mA 4.75Vt05,25V 35K0812 0.35 “blank’=HS Ie Tape&Reel 
@ SN74F08D SOIC-14 20mA 4.5Vt05.5V 67K2827 = cane ia as ” 
Inverter P=ULP MicroPack-8 
@ SN74ALS04BN DIP-14 8mA 4.5Vto5.5V 60K6788 ae V=ULP-A K8=US8 
@ SN74ALSO5AN DIP-14 8mA 4.5Vto5.5V 67K1025 0.60 Case Output Supply Tape Cut 
@ SN74LSO5N DIP-14 8mA 4.75Vto5.25V 08F6630 eer Mfg, Part No. Style Current Voltage Stock No. 4-9+ 
@ SN74LS14N DIP-14 8mA 4.75Vto5.25V 08F6782 0.30 AND Gate 
@ SN74LSO4N DIP-14 8mA 4.75Vto5.25V 60K6850 = @ NC7STO8P5 SC-70-5 2mA 4.5Vto5.5V 67K0812 as 
@ SN74ALS04BD SOIC-14 8mA 4.5Vt05.5V 08F5932 a @ NC7S08P5X SC-70-5 2.6mA 2Vto6V 58K1992 En 
@ SN74ALSO5AD SOIC-14 8mA 4.5Vt05.5V 52F2312 = @ NC7SP08P5X SC-70-5 2.6mA 900mVto3.6V 8209971 0.16 
@ SN74LS04D SOIC-14 8mA 4.75Vto5.25V 72K9435 = @ NC7SV08P5X SC-70-5 24mA 900mVto3.6V 55R1150 0.22 
@ SN74LS14D SOIC-14 8mA 4.75Vt05.25V 76K1060 _ @ NC7SZ08P5 SC-70-5 32mA 1.65Vt05.5V 3401562 = 
@ SN74LS05D SOIC-14 8mA 4.75Vto5.25V 67K2852 0.57 @ NC7SZ11P6X SC-70-6 32mA 1.65Vto5.5V 58K9467 0.11 
NAND @ NC7STO8M5X SOT-23-5 2mA 4.5Vto5.5V 58K1969 0.12 
@ SN74ALSOOAN DIP-14 8mA 4.5Vto5.5V 67K1024 0.41 @ NC7S08M5 SOT-23-5 2.6mA 2Vto6V 34C1577 — 
@ SN74ALS10AN DIP-14 8mA 4.5Vto5.5V 67K1026 = @ NC7SO8M5X SOT-23-5 2.6mA 2Vto6V 58K1991 0.47 
@ SN74LS03N DIP-14 8mA 4.75Vto5.25V 60K6849 —_ @ NC7SZ08M5X SOT-23-5 32mA 1.65Vt05.5V 58K1975 0.09 
@ SN74LS20N DIP-14 8mA 4,75Vt05.25V 60K6870 0.57 @ NC7WZ08K8X US8-8 32mA 1.65Vt05.5V 58K2000 0.48 
@ SN74LS30N DIP-14 8mA 4.75Vto5.25V 60K6879 cf Inverter 
@ SN74LS10N DIP-14 8mA 4.75Vt05.25V 60K6854 0.24 @ NC7ST04P5 SC-70-5 2mA 4.5Vto5.5V 3808124 = 
@ SN74LSOON DIP-14 16mA 4.75Vto5.25V 60K6847 0.68 @ NC7STO4P5X SC-70-5 2mA 4.5Vto5.5V 3807557 0.10 
> CONTINUED > > CONTINUED > 
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TINYLOGIC® HIGH SPEED CMOS LOGIC (CONT.) SN74 LOGIC FAMILIES (CONT.) 
Case Output Supply | Tape Cut_ Case | Output Supply | Price Each 
Mfg. Part No. Style Current Voltage Stock No. 1-9+ Mfg. Part No. Style Current Voltage Stock No. 1-9+ 
Inverter AND Gate 
@ NC7SPO5P5X SC-70-5 2.6mA 0.9Vto3.6V 29H0687 0.14 @ SN74AS08N DIP-14 8mA 4.5Vt05.5V 67K1051 0.88 
@ NC7SP04P5X SC-70-5 2.6mA 0.9Vto3.6V 8109517 0.12 @ SN74S08N DIP-14 20mA 4.75Vto5.25V 60K6901 1.20 
@ NC7S04P5X SC-70-5 2.6mA 2Vto6V 3807607 = @ SN74AS808BN DIP-20 48mA 4.5Vto5.5V 67K1060 — 
@ NC7SV04P5X SC-70-5 24mA 900mVto3.6V 29H0701 0.34 Inverter 
@ NC7SZ04P5 SC-70-5 32mA 1.65Vto5.5V 34C1559 - @ SN7404N DIP-14 16mA 4.75Vto5.25V 60K6904 1.37 
@ NC7SZ05P5X SC-70-5 32mA 1.65Vto5.5V 58K1974 -— @ SN74S04N DIP-14 20mA 4.75Vto5.25V 67K1105 a 
@ NC7SZ04P5X SC-70-5 32mA 1.65Vto5.5V 3807574 0.39 Inverter Schmitt Trigger 
@ NC7WZU04P6X SC-70-6 8mA 1.8Vto5.5V 58K1996 0.38 @ SN7414N DIP-14 16mA 4.75Vto5.25V 64K2279 a 
@ NC7WV04P6X SC-70-6 24mA 900mVto3.6V 09J6783 0.16 NAND 
@ NC7WZ04P6 SC-70-6 32mA 1.65Vto5.5V 3401585 = @ SN74S00N DIP-14 16mA 4.75Vt05.25V 60K6899 =e 
@ NC7WZ04P6X SC-70-6 32mA 1.65Vto5.5V 58K1999 0.43 @ SN7400N DIP-14 16mA 4.75Vto5.25V 08F7812 1.07 
@ NC7ST04M5 SOT-23-5 2mA 4.5Vto5.5V 34C1550 = NAND Buffer 
@ NC7STO4M5X SOT-23-5 2mA 4.5Vto5.5V 3807556 — @ SN7438N DIP-14 48mA 4.75Vto5.25V 60K6912 1.38 
@ NC7S04M5 SOT-23-5 2.6mA 2Vto6V 3401576 Ee @ SN74S37N DIP-14 60mA 4.75Vto5.25V 67K1118 os 
@ NC7SU04M5xX SOT-23-5 2.6mA 2Vto6V 3807563 = @ SN74S38N DIP-14 60mA 4.75Vt05.25V 67K1120 1.92 
@ NC7S04M5xX SOT-23-5 2.6mA 2Vto6V 3807606 0.10 @ SN74S38D SOIC-14 60mA 4.75Vto5.25V 35K0831 sa 
@ NC7SZU04M5X SOT-23-5 16mA 1.65Vto5.5V 58K1971 0.16 NAND Line Driver 
@ NC7SZ04M5 SOT-23-5 32mA 1.65Vto5.5V 3401558 = @ SN74S140N DIP-14 60mA 4.75Vto5.25V 60K6902 sy 
@ NC7SZ04M5X SOT-23-5 32mA 1.65Vto5.5V 58K1973 0.38 NOR 
Inverter Schmitt Trigger @ SN74AS02N DIP-14 8mA 4.5Vto5.5V 68K1115 = 
@ NC7SP14P5X SC-70-5 2.6mA 0.9Vt03.6V 29H0690 0.17 @ SN7402N DIP-14 16mA 4.75Vto5.25V 60K6903 0.87 
@ NC7S14P5X SC-70-5 2.6mA 2Vto6V 38C7611 0.35 @ SN74S02N DIP-14 20mA 4.75Vto5.25V. 60K6900 — 
@ NC7SV14P5X SC-70-5 24mA 900mVto3.6V 26H5474 0.31 @ SN74S260N DIP-14 20mA 4.75Vt05.25V 67K1116 = 
@ NC7SZ14P5X SC-70-5 32mA 1.65Vto5.5V 3807584 0.09 OR 
@ NC7WZ14P6X SC-70-6 32mA 1.65Vto5.5V 58K2001 0.58 @ SN7432N DIP-14 16mA 4.75Vto5.25V 08F7945 Meee 
@ NC7WZ14P6 SC-70-6 32mA 1.65Vto5.5V 3401588 = @ SN74AS32N DIP-14 20mA 4.5Vt05.5V 67K1056 = 
@ NC7S14M5 SOT-23-5 2.6mA 2Vto6V 67K0819 = @ SN74S32N DIP-14 20mA 4.75Vto5.25V 67K1117 se 
@ NC7S14M5xX SOT-23-5 2.6mA 2Vto6V 58K1993 0.37 PIM_12998 
@ NC7SZ14M5 SOT-23-5 32mA 1.65Vto5.5V 67K0813 os 
@ NC7NZ14K8X VSSOP-8 32mA 1.65Vio5.5V 58K1967 0.43 LINEAR TECHNOLOGY POWER MANAGEMENT 
Multi-Function Logic Gate SELECTION f J LINCAR 
@ NC7SV57P6X SC-70-6 24mA 0.9Vto3.6V 29H0711 0.20 
@ NC7SZ57P6X SC-70-6 32mA 1.65Vt05.5V 3807596 0.46 Linear Technology's high-performance analog ICs provide efficient solutions for power management and 
conversion applications in the automotive, telecommunications, industrial, medical, computing, military and 
@ NC7SZ58P6X SC-70-6 32mA 1.65Vt05.5V 58K1987 0.14 high-end consumer markets. Linear Technology's ICs provide unmatched power densities and software design 
NAND simulation tools to provide fast and accurate power supply designs 
@ NC7SPOOP5X SC-70-5 2.6mA 0.9Vto3.6V 29H0685 0.19 Mfg. Part No. Stock No. 
@ NC7SO0P5 SC-70-5 20mA 2Vto6V 83C0034 = HIP6013CB 05B6843 
@ NC7SZ38P5X SC-70-5 24mA 1.65Vto5.5V 55R1155 0.15 PIM_5576525 
@ NC7SZO0P5X SC-70-5 32mA 1.65Vto5.5V 3807570 0.09 ——— = 
@ NC7SZ38M5X SOT-23-5 24mA 1.65Vto5.5V 55R1154 0.42 . RoHS 
@ NC7SZO0M5X SOT-23-5 32mA 1.65Vto5.5V 58K1972 0.38 nes i : a cela " TERY Geptiniiat f y LINGAR 
@ NC7WZ00K8X VSSOP-8 32mA 1.65Vto5.5V 58K1997 0.49 we 
NAND Schmitt Trigger rechatgenie bate cemisiy. otal Line, Lab AAR tnd Nae based. Tee bale charge Ic 
@ NC7WZ132K8X US8-8 32mA 1,65V05.5V 3807622 0.16 are offered in linear or switching topologies and are completely autonomous in operation. Linear Technology’s 
NOR battery charger IC offer many standard features for battery safety and management, including on-chip battery 
@ NC7SZ27P6X SC-70-6 32mA 1.65Vt05.5V 8300014 0.12 pre-conditioning, thermal regulation, NTC interface and dual Smart Battery systems management with SMBus or 
I2C interface. Find Newark’s complete Linear Technology Battery Management portfolio of innovative products 
@ NC7SZ02M5 SOT-23-5 32mA 1.65Vto5.5V 8209996 0.06 at www.newark.com. 
@ NC7WZ02K8X VSSOP-8 32mA 1.65Vto5.5V 58K1998 0.21 PricolEachi 
OR Mfg. Part No. Description Stock No.|  1-24+ 
@NC7SV32PEX_ | SC-705 | 24mA | O.9Vt03.6V__ | 29H0 708" | 0124" Battery Charger 
@ NC7SZ32P5 SC-70-5 32mA 1,65V05.5V 3401574 = @ LTC4040EUFD#PBF 2.5A Battery Backup Power Manager 5176039 = 
@ NC7SZ32P5X SC-70-6 32mA 1.65Vi05.5V 3807590 0.33 @ LTC4015EUHF#PBF | Multichemistry Buck Battery Charger Controller with | 55Y5140 = 
@ NC7SZ332P6X SC-70-6 32mA 1.65Vto5.5V 58K1984 = Digital Telemetry System 
@ NC7ST32M5 SOT-23-5 2mA 4.5Vto5.5V 8209983 = @ LTC4123EDC#TRMPBF Low Power Wireless Charger for Hearing Aids 762393 = 
@ NC7S32M5X SOT-23-5 2.6mA 2VtoBV 58K1994 0.38 Battery Fuel Gauge 
@ NC7SZ32M5 SOT-23-5 32mA 1.65Vto5.5V 3401570 = @LTC2943CDD-1#PBF | 1A Multicell Battery Gas Gauge with Temperature, | 78Y5660 = 
@ NC7SZ32M5x SOT-23-5 32mA 7,65Vi05.5V 58K1983 0.08 vofiageiang Current Measurement 
@ NC7WZ32K8xX VSSOP-8 32mA 1.65Vto5.5V 58K2004 0.50 @ LTC2941CMS8E#PBF Battery Gas Gauge with I2C Interface 79Y0396 = 
XOR Gate Battery Supervisors & Monitors 
@ NC7SZ86P5 SC-70-5 32mA 7.65Vi05 5V 8300032 = @ LTC6804HG-2#PBF Multicell Battery Monitor 95W3384 —_ 
@ NC7SZ86P5X SC-70-5 32mA 1.65Vt05.5V 58K1990 0.38 Popelar Bextaey Management Damo Boards 
@ NC7STB6M5X SOT-23-5 2mA 4.5Vi05.5V 58K1970 0.22 poisons rien ae a ies peor as Gas aie = 
@INCTWZE6KBK MSSORS # | _“S2mA 1.65Vio5 SV [RBSBEZ00S 0.19 DC18948 LTC6804-1 Demo Board, Precision Battery Monitoring | 78Y4305 | —-- 
PIM_70549 System (req DC2026) 
DC1812A-C LTC2943-1 Demo Board, 20VIN, 1A Battery Gas} 82Y0501 = 
SN74 LOGIC FAMILIES nae 2 Gauge w/ Internal RSENSE (req. DC2026) 
Osa I@ TEXAS DC2302A LTC4123EDC Demo Board, A Kit to Charge a NiMH] 85Y0659 — 
Available INSTRUMENTS Button Cell Battery Up to 25mA at 1.5V from a 5V 
Authorized Distributor Wireless Transmitter 
PIM_5576536 
> CONTINUED > 
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LINEAR TECHNOLOGY - DC/DC CONTROLLERS, LIN LINEAR TECHNOLOGY - DC/DC CONTROLLERS, CONVERTERS & 
CONVERTERS & SWITCHING REGULATOR 7 @, LINGAR SWITCHING REGULATOR SELECTION (CONT.) 
SELECTION Price Each 


RoHS _ Mfg. Part No. Description Stock No. 1-24+ 
Seperate DC/DC Switching Regulators-Adjustable 
@ LT8330ES6#TRMPBF Low 1Q Boost/SEPIC/Inverting Converter with | 55Y5157 — 
1A, 60V Switch 
@ LT8494EFE#PBF SEPIC/Boost DC/DC Converter with 2A, 70V} 55Y5181 — 
Switch, and 7A Quiescent Current 
@ LT8631EFE#PBF 100V, 1A Synchronous Micropower Step-Down | 55Y5211 = 
Regulator 
@ LT8640HUDC#PBF 42V, 5A Synchronous Step-Down Silent) 55Y5223 = 
Switcher with 2.5yA Quiescent Current 
Linear Technology manufactures a broad line of high perf itchi lator ICs with both hi se CTIOIEG THRBE step Down witching Regulator SEMIS! = 
igh performance switching regulator ICs with both synchronous 7H ane 
and non-synchronous internal switches. These switching voltage regulators offer typical input voltage capability @ LTIZ65EFEFPBE Monolithic 3A, erie Step-Down Switching |/57M6199 at 
from 2.25V up to 60V, switching frequencies up to 4MHz and high efficiency operation up to 96%. Also with Burst egulators 
Mode operation, quiescent currents in the tens of micro-amps level can be attained. This combination of features @ LT3580EDD#PBF Boost/Inverting DC/DC Converter with 2A] 57M8515 BE 
allows very small, low profile circuit implementations with minimum external components. Topologies include Switch, Soft-Start, and Synchronization 
buck (step-down) switching regulators, boost (step-up) switching regulators, buck-boost switching regulator, @ LTC3121EDE#PBF 15V, 1.5A Synchronous Step-Up DC/DC]| 68Y0906 am 
inverting switching regulators, and flyback and isolated topology switching regulators. Linear Technology's Converter with Output Disconnect 
uModule (micromodule) DC/DC power products are complete system-in-package (SiP) power management 7] A 
solutions with integrated DC/DC controller, power transistors, input and output capacitors, compensation SCS OMSERE EL 1, 2A Synchronous Step Down Regulator with (RSSGS2g pee 
: Ba 3.5yA Quiescent Current 
components and inductor within a compact, surface mount BGA or LGA package. Module power products 
support functions as Step-Down (buck), Step-Down and Step-Up (buck-boost), Battery Charger, Isolated @ LTC7812EUH#PBF Low IQ, 38V Synchronous Boost+Buck | 68Y7032 aan 
Converter, and LED driver. As a highly integrated solution with PCB Gerber files available for every device, Controller 
UModule power products address time and space constraints while delivering a high efficiency, reliable and @ LT8331EMSE#PBF Low IQ Boost/SEPIC/ Flyback/Inverting | 68Y7038 a 
with select products a low EMI solution compliant with EN55022 class B standards. To view Newark’s complete Converter with 0.5A, 140V Switch 
offering, please go to www.newark.com @ LTC3649EUFD#PBF 60V, 4A Synchronous Step-Down Regulator with | 77Y4709 ms 
Price Each Rail-to-Rail Programmable Output 
Mfg. Part No. Description StockNo.}  1-24+ @ LT8609AEMSE#PBF 42V, 2A/3A Peak Synchronous Step-Down} 80Y1647 — 
DC/DC Controllers Regulator with 2.5yA Quiescent Current 
i = @ LT8608IMSE#PBF 42V, 1.5A Synchronous Step-Down Regulator | 81Y5726 = 
@ LTC3892EUH#PBF | 60V Low |Q, Dual, 2: pape ele Step-Down DC/| 47Y5714 = with 2.5j1A Quiescent Current 
@LTC1871EMSHPBF |Wide Input Range, No RSENSE Current Mode Boost,| 56M4256 |. DC/DC Switching Regulators-Fixed 
Flyback and SEPIC Controller @ LTC3525DISC6-3.3#TRMPBF | 400mA Micropower Synchronous Step-Up DC/| 51Y5997 me 
© LTC3886EUKG#PBF | 60V Dual Output Step-Down Controller with Digital Power| 56Y1541 | --- DG Converter with Rass ihrougn Mode 
System Management @ LT1767EMS8E-3.3#PBF Monolithic 1.5A, 1.25MHz Step-Down Switching | 57M6271 = 
@ LTC3884EUK#PBF |Dual Output PolyPhase Step-Down Controller with] 68Y7004 | = — : Regulators 
Sub-Milliohm DCR Sensing and Digital Power System DC/DC Switching Regulators-Multi Output 
Management @ LTC3371EUHF#PBF 4-Channel 8A Configurable Buck DC/DCs with | 30Y6491 = 
DC/DC Integrated POL Converters Watchdog and Power-On Reset 
@ LTM8021EV#PBF | 36VIN, 500mA Step-Down DC/DC Module (Power| 01P1603 ae @ LTC3370EUH#PBF 4-Channel 8A Configurable Buck DC/DCs__|_ 41Y7668 = 
Module) @ LT8616EFE#PBF Dual 42V Synchronous Monolithic Step-Down] 46Y7264 ae 
@ LTM8023IV#PBF 2A, 36V DC/DC Step-Down pModule (Power Module) | 02P7640 = Regulator with 6.54A Quiescent Current 
Regulator @ LTC3622EDE-23/5#PBF 17V, Dual 1A Synchronous Step-Down] 516017 a 
@ LTM46441Y#PBF Quad DC/DC pModule (Power Module) Regulator with | 27X1569 = Regulator with Ultralow Quiescent Current 
Configurable 4A Output Array @ LT8471HFE#PBF Dual Multitopology DC/DC Converters with 2A} 51Y6043 = 
@ LTM4625EY#PBF _ | 20VIN, 5A Step-Down DC/DC Module (Power Module) | 306523 = Switches and Synchronization 
Regulator @ LT8602IUJ#PBF 42V Quad Monolithic Synchronous Step-Down | 55Y5208 = 
@ LTM8027EY#PBF 60V, 4A DC/DC Module (Power Module) Regulator 306525 = Regulator 
@ LTM4622EV#PBF | Dual Ultrathin 2.54 or Single 5A Step-Down DC/DC| 53Y1421 a @ 113471EDD#PBF Dual 1.3A, 1.2MHz Boost/Inverter in 3mm x | 57M8270 = 
Module (Power Module) Regulator 3mm DFN 
@ LTM4613EY#PBF EN55022B Compliant 36VIN, 15VOUT, 8A, DC/DC | 66Y7160 ae @ LT3508EFE#PBF Dual Monolithic 1.4A Step-Down Switching | 58M1030 = 
Module (Power Module) Regulator Regulator 
@LTM8026EY#PBF | 36VIN, 5A CVCC Step-Down Module (Power Module) | 667169 = @ LTM4677EY#PBF Dual 18A or Single 36A [Module (Power | 71Y8389 — 
Regulator Module) Regulator with Digital Power System 
@ LTM8052AEY#PBF |36VIN, 5A, 2-Quadrant CVCC Step-Down Module | 66Y7174 = Management 
(Power Module) Regulator @ LT8601EUJ#PBF 42NV Triple Monolithic Synchronous Step-Down | 77Y6668 = 
@ LTM8054EY#PBF | 36VIN, 5.4A Buck-Boost uModule (Power Module)| 66Y7184 = : Regulator 
Regulator Popular DC/DC Controllers, Converters & Switching Regulators Module Demo Boards 
@ LTM8055MPY#PBF | 36VIN, 8.54 Buck-Boost Module (Power Module) | 66Y7190 =e DC1854A LT8471EFE Demo Board, Dual Buck/Inverting, | 29Y9283 cas 
Regulator 6V s VIN $ 32V, Voutt = 5V @ 1.4A, Vout2 = 
@ LTM4623EY#PBF | Ultrathin 20VIN, 3A Step-Down DC/DC Module (Power| 70Y9194 | 5V @0.8A 
Module) Regulator DC2005A LTC3624 Demo Board (DFN), Micropower] 29Y9307 fess 
@ LTM8064IY#PBF 58VIN, 6A CVCC Step-Down uModule Regulator | 79vo407 | —- ear eer ae, Pa ' 
cal a a Be a ee wh Te ie DC436A T1765ES8, Wide Input Range, 1.25MHz Step-| 299392 | 
- Down DC/DC Converter, 8.5V~25Vin, 5Vout @ 
@ LTM8033EV#PBF | Ultralow Noise EMC 36VIN, 3A DC/DC Module (Power | 84R5012 — PIN 
Module) Regulator 5 
Tae = DC476A LT1765EFE, Wide Input Range, 1.25MHz| 29Y9402 “ 
DC/DC Switching Regulators-Adjustable Step-Down DC/DC Converter, 3V to 25V Input, 
@ LT8614EUDC#PBF | 42V, 4A Synchronous Step-Down Silent Switcher with | 18X0216 = Jumper Selectable 3.3V or 5Vout @ 2A 
2.5H/A Quiescent Current DC502A LT1767EMS8E, 1.25MHz Wide Input Range | 29Y9417 = 
@ LT8610IMSE#PBF | 42V, 2.5A Synchronous Step-Down Regulator with 2.5yA | 28W4627 = Step Down DC/DC Converter, 3V to 25V Input, 
Quiescent Current §V/3/3Vout @ 1A 
@ LT8613EUDE#PBF | 42V, 6A Synchronous Step-Down Regulator with Current} 30¥9652 aa DC2171A-A LTM4623. Demo Board, Step-Down] 41Y0594 a 
Sense and 3yA Quiescent Current UModule Regulator, 4V < VIN $ 20V, Vout = 
@LT8570EDD#PBF | Boost/SEPIC/Inverting DC/DC Converter with 65V| 41y2831|  —- a 1.0/1.2/4.5/1.8/2.5/3.3/5V @ 3A 
Switch, Soft-Start and Synchronization DC414B LTC1871EMS, Boost Controller, 3V < VIN < 5V, | 56Y1502 = 
@ LT8570EMS8E#PBF | Boost/SEPIC/Inverting DC/DC Converter with 65V] 41y2835 | = — Vout =5V.@7A 
Switch, Soft-Start and Synchronization DC2016A LTM8054 Demo Board, uModule Sync Buck-| 68Y0306 a 
@ LTC3118IUFD#PBF | 18V, 2A Buck-Boost DC/DC Converter with Low-Loss| 43¥2786 |. Boost, BV S VIN S 35V, Vout = 12V @ 1.8Ato 3A 
Dual Input PowerPath DC2311A LTC3370EUH Demo Board, 4-Ch 8A] 68Y6878 = 
@LTC7138IMSE#PBF | _ High Efficiency, 140V 400mA Step-Down Regulator | 43¥2800|  —- one , Sectnrd sven a Lan 
65V, 2A Synch | ith 2. = SE TEE 
perlite sl ynchronous. Step Down Regulator with 2.514 Miia DC2066A [TW4677EY Demo Board, Module Regulator| 720785 | 
With Digital PSM, 4.5V < VIN s 16V, Vout0 = 


Vout = 0.5V to 1.8V @ 18A 


> CONTINUED > > CONTINUED > 
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LINEAR TECHNOLOGY - LED DRIVER SELECTION (CONT.) 


SWITCHING REGULATOR SELECTION (CONT.) Price Each 
Price Each Mfg. Part No. Description Stock No.} — 1-24+ 
Mfg. Part No. Description StockNo.}  1-24+ LED Drivers 
Popular DC/DC Controllers, Converters & Switching Regulators Module Demo Boards @ LT3744EUHE#PBF High Current Synchronous Step-Down LED Driver 45Y0539 = 
DC2017A | LTM8055 Demo Board, Buck-Boost Module Regulator, 5V < VIN| 77Y¥4222 = @ 73952EFE#PBF 60V LED Driver with 4A Switch Current 47Y5752 =a 
S 36V, Vout = 12V @ 6A LT3909EDD#PBF | 2-String x 60mA, 2MHz Step-Up LED Driver with +2% | 56Y1588 — 
DC2202A |LT8640EUDC Demo Board, yPower Buck Silent Switcher, 5.7V <| 80Y5786 _ Current Matching 
VIN $ 42V; Vout = 5V @ 5A 2 - 7 
@ LT8500ETJ#PBF 48-Channel LED PWM Generator with 12-Bit Resolution | 76¥2412 — 
DC2113A | LTC3649 Demo Board, Sync Buck, 3.1V < VIN < 60V, Vout =| 820503 —- and 50MHz Cascadable Serial Interface 
Tis0ed Dena Baad aa @ “ aoe Module NESRCEnG @ LT3965EFE#PBF 8-Switch Matrix LED Dimmer 80Y 1645 = 
DC2237A |L emo Board, jource/Sink Step-Down Module = F 
Regulator, 7.5V < VIN < 58V, Vout = 5V @ +64 @ LT3761AEMSE#PBF} 60VIN LED Controller with Internal PWM Generator 84Y6875 = 
DC2422A-A | LTC7812EUH Demo Board, Sync Buck + Sync Boost, 4V < VIN <] 82Y0507 eer @ LT8391EFE#PBF 60V Synchronous par iaiemaie LED Controller} 84Y8899 = 
36V; VOUT = 12V @ 8A Wilh. spread opecium 
PIM_5576543 


DC2422A-B | LTC7812EUH Demo Board, Sync Boost + Sync Buck, 4V < VIN} 82Y0508 — 
36V; VOUT1 (Quasi Regulated) = 10V-16V @ 6-8A 
DC2422A-C | LTC7812EUH Demo Board, Sync Boost + Sync Buck, 4V < VIN] 82Y0509 = 

36V; VBoost = 12V, Vbuck = 12V to 5V @ 8A 


PIM_5576539 
LINEAR TECHNOLOGY - LDO RoHS 
REGULATOR SELECTION See erin f J LINGAR 


Linear Technology manufactures a broad line of high performance low dropout linear regulators (DO). These 
LDOs offer very low dropout, fast transient response, excellent line and load regulation, and have a very wide 
input voltage range, from 0.9V to 80V. Output currents range from 100mA to 10A, with positive, negative and 
multiple outputs. LDO+ devices provide additional functionality and features beyond the basic linear regulator 
performance. Functionality may include voltage, current and temperature monitoring, diagnostic information and 
features such as programmable current limit, active output discharge or the ability to control an upstream supply 
powering the LDO. To view Newark’s complete offering, please go to www.newark.com 


Price Each 
Mfg. Part No. StockNo.|  1-24+ 
LDO Regulators-Adjustable 


@ LT3042EDD#PBF 


Description 


20V, 200mA, Ultralow Noise, Ultrahigh PSRR RF | 45Y0523 = 
Linear Regulator 


500mA Negative Low Dropout Micropower| 57M2460 ae 
Regulator 


150mA, Low Noise, LDO Micropower Regulators 


@ LT1175CS8#PBF 


@ LT1762EMS8#PBF 
@ LT1763CS8#PBF 
@ LT1764AEQ#PBF 


57M6011 = 
500mA, Low Noise, LDO Micropower Regulators | 57M6066 5 
3A, Fast Transient Response, Low Noise, LDO| 57M6108 eas 

Regulators 
300mA, Low Noise, Micropower LDO Regulators | 57M7404 nee 


1.5A, Low Noise, Fast Transient Response LDO | 57M7443 ae 
Regulators 


@ LT1962EMS8#PBF 
@ LT1963AEQ#PBF 


@ LT1964ES5-BYP#TRMPBF | 200mA, Low Noise, Low Dropout Negative} 57M7582 = 
Micropower Regulator 

50mA, 3V to 80V Low Dropout Micropower Linear | 57M7843 ane 
Regulator 

500mA, Low Voltage, Very Low Dropout Linear) 57M8006 — 
Regulator 


@ LT3010EMS8E#PBF 


@ LT3021ES8#PBF 


LINEAR TECHNOLOGY - SUPERVISOR RoHS 


AND MONITOR SELECTION fal able DO Wige 


Available 

Linear Technology provides an extensive array of integrated circuits to monitor and control circuit board DC 
power supplies, and protect electronics from damaging voltages and currents. Monitoring functions include 
voltage supervision for reset generation, as well as ADC-based digital measurements of voltage, current, charge, 
power, energy, and temperature. For power control, devices can turn on/off power supply rails (e.g., through a 
pushbutton) and also sequence, track, trim, and margin them with precision. Devices such as Surge Stoppers, 
Hot Swap and Ideal diode controllers protect electronic sub-systems against abnormal voltages (undervoltage, 
overvoltage surges such as automotive load dump, reversed inputs, or reversed output ports) and currents 
(short-circuits, overcurrents, or reverse currents). Our robust Power over Ethernet (PoE) controllers allow up to 
90W of power to be managed and transferred between power sourcing equipment (PSE) and powered devices 
(PDs) over low-cost Ethernet cables, thereby avoiding costly AC outlet installations and running power cables. 
All of these devices incorporate a high degree of accuracy, offer varying levels of functional integration, and 
feature analog or digital configuration, resulting in cost-efficient designs that would otherwise be burdened with 
multiple complicated components when designed discretely. The Monitor, Control and Protection family provides 
convenient solutions for the growing number of analog and digital power management functions demanded by 
today's high-performance systems. To view Newark’s complete offering, please go to www.newark.com 


Price Each 
Mfg. Part No. StockNo.|  1-24+ 
Supervisors and Monitors 


@LTC2936CUFD#PBF | Programmable Hex Voltage Supervisor with EEPROM | 38Y9879 —_ 
and Comparator Outputs 


Wake-Up Timer with Pushbutton Control 41Y2807 = 
Overvoltage Protection Controller 56Y1532 = 


Programmable Six Channel Sequencer and Voltage | 66Y7081 = 
Supervisor with EEPROM 


Wide Range |2C Power Monitor 


Description 


@ LTC2956IMS-2#PBF 
@ LTC1696HS6#TRMPBF 
@ LTC2937IUHE#PBF 


@ LTC2945HMS#PBF 
PIM_5576545 


66Y7085 = 
LINEAR TECHNOLOGY - VOLTAGE 
REFERENCE SELECTION 


RoHS. 
Be CT UNA 
. | ; Available TECH 
Linear Technology offers a broad line of series and shunt 


precision voltage references. Shunt voltage references operate in a manner that is functionally equivalent to 
a Zener diode. Series voltage references operate in a manner that is functionally equivalent to a 3 terminal 


@ LT1761ES5-BYP#TRMPBF | 100mA, Low Noise, LDO Micropower Regulators | 59M8293 _ regulator. Many of Linear Technology's voltage references are designed to operate in either series or shunt 
in TSOT-23 mode. All of our products offer excellent initial accuracy and low drift over time and temperature. Linear 

@ LT3080EMS8E#PBF Adjustable 1.1A Single Resistor Low Dropout} 75M4716 =a Technology's “Reference+” parts combine precision voltage references with comparators or amplifiers. To view 
Regulator Newark’s complete offering, please go to www.newark.com 

@ LT3066EDE#PBF 45V VIN, 500mA Low Noise, Linear Regulator with | 77Y5443 = Price Each 


Programmable Current Limit and Active Output 
Discharge 


LDO Regulators-Fixed 
@ LT3060EDC-15#TRMPBF 


45V VIN, Micropower, Low Noise, 100mA Low] 30Y6547 ae 
Dropout, Linear Regulator 
Low Dropout Regulators with} 57M2106 Be 
Shutdown 
500mA, Low Noise, LDO Micropower Regulators | 57M6056 as 
3A, Fast Transient Response, Low Noise, LDO| 57M6105 = 
Regulators 

300mA, Low Noise, Micropower LDO Regulators | 57M7401 — 
1.5A, Low Noise, Fast Transient Response LDO | 57M7459 — 
Regulators 

50mA, 3V to 80V Low Dropout Micropower Linear | 57M7840 = 
Regulator 

200mA, Low Noise, Low Dropout Negative | 59M8319 = 
Micropower Regulator 

100mA, Low Noise, LDO Micropower Regulators | 61M3359 eee 


@ LT1129|ST-5#PBF Micropower 


@ LT1763CS8-3.3#PBF 
@ LT1764AEQ-3.3#PBF 


@ LT1962EMS8-5#PBF 
@ LT1963AEST-3.3#PBF 


@ LT3010EMS8E-5#PBF 


@ L11964ES5-5#TRMPBF 


@ L11761ES5-5#PBF 


in TSOT-23 
PIM_5576541 
LINEAR TECHNOLOGY - LED DRIVER Ros 
SELECTION fable, { J LINCAR 


Linear Technology has a very broad line of LED driver ICs 

for automotive, display backlighting, handheld and general lighting applications. They are configured as either 
Inductorless white LED drivers (for LEDs in parallel), or switching regulator based white LED drivers (for LEDs 
in series). Topologies include boost regulator LED drivers, buck regulator LED drivers, buck-boost LED drivers, 
SEPIC topology led drivers and more. Regardless of topology, these LED driver ICs offer the highest efficiency, 
lowest noise, and the smallest footprints. Other features of Linear Technology LED driver include integrated 
Schottky diodes, accurate LED current matching and multiple output capability. Go to www.newark.com to learn 


more about the complete portfolio. 
> CONTINUED > 
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Mfg. Part No. 
Voltage Reference 


@ LT6654BHLS8-2.048#PBF | Precision Wide Supply High Output Drive Low Noise | 667210 = 
Reference 


Description Stock No.|  1-24+ 


@ LT6657AHMS8-2.5#PBF 1.5ppm/°C Drift, Low Noise, Buffered Reference | 66Y7211 = 

PIM_5576547 

MAXIM POWER MANAGEMENT SELECTION maxim 
integrated. 


Maxim is a leading supplier of integrated circuits for power and battery management applications. Maxim offers 
a wide range of power conversion and control ICs and our battery management products provide charging 
and monitoring functions. Maxim products are designed to meet the needs of various applications in industrial, 
communications, automotive, consumer and medical markets 


Mfg. Part No. Stock No. 
HIP6013CB 05B6843 
PIM_5576562 
MAXIM - DC/DC CONTROLLERS, maxim 


RoHS 

Compliant 
CONVERTERS & SWITCHING Septem 
REGULATOR SELECTION 
Maxim's high-efficiency switching regulator |Cs and power modules provide longer battery life, generate less 
heat, and require less board space than competitive products. Maxim provides+D598 a wide selection of DC-DC 
switching regulators and controllers to handle a broad range of applications. To view Newark’s complete offering, 
please go to www.newark.com 


integrated. 
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MAXIM - DC/DC CONTROLLERS, CONVERTERS & SWITCHING MAXIM - LDO REGULATOR SELECTION (CONT.) 
REGULATOR SELECTION (CONT.) @ MAX8902AATA+T | Low-Noise 500mALDO Regulators in a 2mm x 2mm TDFN] 73¥6247] 4.13 
Price Each Package 
Mfg. Part No. Description Stock No. 1-4+ PIM_5576576 
DC/DC Controllers 
@ MAX15035ETL+ 15A Step-Down Regulator with Internal Switches 73Y2378 | 28.18 MAXIM - POWER MANAGEMENT RoHS | . 
@ MAX15059AETE+T | 76V, 300mW Boost Converter and Current Monitor for | 73¥2383 5.83 SELECTION Osa maxim 
APD Bias Applications | ntegra ted.. 
@ MAX15062AATA+T | 60V, 300mA, Synchronous Step-Down DC-DC Converter | 73¥2386 3.24 Maxim's power-switching products simplify system power management by combining control logic with 
@ MAX1744EUB+ High-Voltage, Step-Down DC-DC Controller in UMAX 73Y 2623 7.52 integrated power MOSFETs or drivers for external MOSFETs. These devices add monitoring and safety features 
@ WAXT745AUB+ |” HigVotage. Step-Down DC-DC Contoerin UMAX | 73Y2626 | 8.06 [ED etvers are nferated crus that are optimized to eficenly drive stings of high ighness LEDs, Maxim’ 
@ MAX17505ATP+ 1.7A, 60V Synchronous Buck Regulator 73Y2645 6.11 continually expanding portfolio includes products covering the full range of efficient switch-mode topologies 
@ MAX17544ATP+ 3.5A, 60V, Synchronous Buck Regulator 73Y2650 5.92 (step-down, step-up, SEPIC) as well as some linear LED drivers. Go to www.newark.com to learn more about 
@ MAX17545ATP+ 4.5V to 42V, 1.7A, Synchronous Buck Regulator | 732651 | 4.65 the complete portfolio. ; 
@ MAX17552AUB+ 4.5V to 60V, 100mA Synchronous Buck Regulator | 73¥2652 | 3.42 io HEnIGELESCH 
@ MAX1821EUB+ WCDMA Cellular Phone 600mA Buck Regulators | 73¥2713 | 5.21 ato Description StockiNon EBIoy 
ale acaadal pai ae ae PWM Buck ead eran @ ICM7218BIPI+ 8-Digit, Multiplexed, LED Decoder Driver 73Y1787 13.60 
@ MAX1954EUB+ Low-Cost, High-Frequency, Current-Mode PWM Buck | 732810 = @ MAX6952EAX+ =| 4-Wire Interfaced, 2.7V to 5.5V, 4-Digit 5 x 7 Matrix LED | 73Y5732 | 28.70 
Controllers Display Driver 
@ MAX767CAP+ 5V to 3.3V Output, Synchronous, Step-Down Power} 73Y5984 | 11.74 @ MAX6968APE+ 8-Port, 5.5V Constant-Current LED Driver 73Y5754 6.27 
Supply Controller @ MAX6969ANG+ 16-Port, 5.5V Constant-Current LED Driver 73Y5756 | 10.06 
DC/DC Integrated POL Converters @ MAX7219CWG+T Serially Interfaced, 8-Digit, LED Display Drivers 73Y5834 | 11.41 
@ MAXM17543ALJ+ 60V, 2.5A Integrated Inductor Power Module 84Y5975 | 18.41 MOSFET Drivers 
@ MAXM17544ALJ+ 60V, 2.5A Integrated Inductor Power Module 84Y5977 = @ ICL7667CPA+ Dual-Power MOSFET Driver (Inverting) 73Y1774 6.46 
@ MAXM17545ALJ+ 60V, 2.5A Integrated Inductor Power Module 84Y5979 | 17.89 @ MAX4420CPA+ High-Speed, 6A MOSFET Driver (Noninverting) 73Y4114 3.96 
DC/DC Switching Regulators-Fixed @ MAX4427EPA+ Dual High-Speed, 1.5A MOSFET Drivers 73Y4140 | 6.71 
@ MAX1692EUB+ Low-Noise, 5.5V Input, PWM Step-Down Regulator | 73¥2560 | __7.06 @ MAX4427ESA+T Dual High-Speed, 1.5A MOSFET Drivers 73Y4141 | 6.49 
@ MAX1951ESA+T 4MHz, All-Ceramic, 2.6V to 5.5V Input, 2A PWM Step-| 73Y¥2806 — @ MAX5048CAUT+T | 7A Sink/3A Source Current, 8ns, SOT23, MOSFET Driver | 73Y4680 1.83 
: peas Regulators. — Motor Driver Reference Design 
cal Cee eared Inveriing Switching Tae ace @ MAXREFDES89# | MAXREFDES89#: MAX14871 Full-Bridge DC Motor Driver) 77Y7641 45.58 
@ MAX636ACPA+ | Preset/Adjustable Output CMOS Inverting Switching] 73Y5401| 6.97 mibedotield 
Regulators PIM_5576579 
@ MAX643AEPA+ 5V Adjustable, 10W, CMOS, Step-Up, Switching | 73¥5483 1.83 
Regulator Contoter MAXIM - SUPERVISOR AND MONITOR Rots ana 
@ MAX732EWE+ +12V/+15V Step-Up Current-Mode PWM Regulators | 73Y5873 ae SELECTION pa ! d 
@ MAXM17503ALJ+ GOV, 2.5 Integrated Inductor Power Module 8475963 | 18.96 integrated. 
@ MAXM17504ALJ+ 60V, 2.5A Integrated Inductor Power Module 84Y5965 — Maxim offers the broadest selection of innovative microprocessor supervisory solutions. To view Newark’s 
@ MAXM17505ALJ+ 60V, 2.5A Integrated Inductor Power Module 84y5967 | 18.41 complete offering, please go to www.newark.com 
@ MAXM17514ALI+ 4A 125°C Power Modules 84Y5969 exe Price Each 
@ MAXM17515ALI+ 5.5V, 5A 125°C Power Modules 84Y5971 = Mfg. Part No. Description Stock No.| _ 1-9+ 
@ MAXM17516ALI+ 6A 125°C Power Modules gayso73 | Supervisors and Monitors 
Popular DC/DC Controllers, Converters & Switching Regulators Module Demo Boards @ DS1232LPSN-2+ Low-Power MicroMonitor Chip 73Y1130 TAS 
@ MAXM17503EVKIT# | Evaluation kit for 60V, 2.5A Integrated Inductor Power] 84Y5964 | 44.86 @ DS1233-15+ 5V EconoReset 73Y1137 1.83 
Module @ DS1233M-5+ EconoReset 73Y1151 ee 
@ MAXM17504EVKIT# | Evaluation kit for 60V, 2.5A Integrated Inductor Power} 84Y5966 | 38.02 @ DS1705ESA+ 3.3V and 5.0V MicroMonitor 73Y1336 12.01 
Module © DS1706ESA+ 3.3V and 5.0V MicroMonitor 7371337 |__ 5.67 
@ MAXM17505EVKIT# | Evaluation kit for 60V, ooo Inductor Power | 84Y5968 40.70 @ DS1708ESA+ 33 and 5.0 Volt MicroMonitor 73Y1347 AGr 
@ MAXM17514EVKIT# EVKIT for 4A 125°C Power Modules B4y5970 | 44.44 @ DS1811-10+ 5V EconoReset with Open Drain Output 73Y1433 = 
(@ MAXM17515EVKIT# Evkit for 6 5V, 5A 125°C Power Modules e4y5972 | 40.70 eusielsot by. Econghieset wilt Fushbutton ISVASSS) [ERSIOS 
@ MAXM17516EVKIT# EVKIT for 6A 125°C Power Modules eayso74 | BDSG 10+ dV Eronpheset with Pushibutten ISYAASTA CIS 
@ MAXM17543EVKIT# | Evaluation kit for 60V, 2.5A Integrated Inductor Power} 84Y5976 | 44.86 © DS1833-10+ 5V EconoReset 73Y1476 =o 
Module @ MAX16997AAUA+ | High-Voltage Watchdog Timers with Adjustable Timeout | 73Y2586 2.95 
@ MAXM17544EVKIT# | Evaluation kit for 60V, 2.5A Integrated Inductor Power] 84Y5978 | 40.70 Delay 
Module @ MAX6765TTLD2+T | Automotive Micropower Linear Regulators with Supervisor | 735659 9.39 
@ MAXM17545EVKIT# | Evaluation kit for 60V, 2.5A Integrated Inductor Power | 84Y5980 ae PIM_5576587 
Module 
dic MAXIM - VOLTAGE REFERENCE on faa 
SELECTION Availabe integrated. 
MAXIM -LDO REGULATOR SELECTION $520 maxim 
Available integrated. Maxim offers an industry-leading portfolio of shunt and series voltage reference ICs. Maxim was the first to 


Maxim offers a wide range of high performance LDO ICs (low-dropout linear regulators). An LDO differs from 
a standard linear voltage regulator in that the LDO can operate with a very small voltage difference between 


the regulated output voltage level and the unregulated input voltage. Typically an LDO might offer a “dropout” 
(difference between input and output voltage) of less than 0.3V whereas a standard linear voltage regulator 
typically offers a dropout voltage of 1 Volt or more. The low dropout voltage makes LDOs a good choice for 
portable and battery-powered applications. To view Newark’s complete offering, please go to www.newark.com 
Tape Cut 
Mfg. Part No. Description Stock No. 1-9+ 
LDO Regulators 
@ MAX15006AATT+T | 40V, Ultra-Low Quiescent-Current Linear Regulators in| 73¥2354 3.67 
6-Pin TDFN/8-Pin SO 
@ MAX1726EUK33+T 12V, Ultra-Low-lQ, Low-Dropout Linear Regulators 73Y2615 0.75 
@ MAX1818EUT33+T 500mA, Low-Dropout Linear Regulator in SOT23 73Y2711 3.24 
@ MAX603CSA+ 5V/3.3V or Adjustable, Low-Dropout, Low-lQ, 500mA| 73Y5157 6.19 
Linear Regulators 
@ MAX604ESA+T 5V/3.3V or Adjustable, Low-Dropout, Low-lQ, 500mA| 73Y5173 7.50 
Linear Regulators 
> CONTINUED > 
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develop a series reference in a 3-pin SC70 and in chip-scale packaging. Maxim's hundreds of voltage references 
include high-accuracy, low-power, low-noise, and automotive-grade products. To view Newark’s complete 
offering, please go to www.newark.com 


Tape Cut 
Mfg. Part No. Description StockNo.| 1-9* 
Voltage Reference 
@ DS4303R+T&R Electronically Programmable Voltage Reference 73Y1642 5.75 
@ LM4041BIX3-1.2+T | Improved Precision Micropower Shunt Voltage Reference | 73Y1827 1.26 
@ LM4050BEM3-2.5+T | 50ppm/°C Precision Micropower Shunt Voltage} 73Y1835 2.92 
References with Multiple Reverse Breakdown Voltages 
@ MAX6001EUR+T Low-Cost, Low-Power, Low-Dropout, SOT23-3 Voltage | 73Y5125 2.01 
References 
@ MAX6003EUR+T Low-Cost, Low-Power, Low-Dropout, SOT23-3 Voltage | 735126 1.74 
References 
@ MAX6006AEUR+T 1pA SOT23 Precision Shunt Voltage Reference 73Y5130 3.13 
@ MAX6007AEUR+T 1pA SOT23 Precision Shunt Voltage Reference 73Y5134 2.78 
@ MAX6035AAURS50+T | High-Supply-Voltage, Precision Voltage Reference in| 73Y5165 4.24 
SOT23 
@ MAX6070AAUT25+T | Low-Noise, High-Precision Series Voltage References | 73Y5187 4.41 
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Tape Cut Price Each 
Mfg. Part No. Description Stock No. 1-9+ Mfg. Part No. Description Stock No. i+ 
Voltage Reference Popular Battery Management Demo Boards 
@ MAX6071AAUT25+T | Low-Noise, High-Precision Series Voltage References | 73Y5193 441 BQ33100EVM-001 | Evaluation Module for bg33100 Fully Integrated, Single} 40T4619 as 
@ MAX6125EUR+T SOT23, Low-Cost, Low-Dropout, 3-Terminal Voltage | 73Y5209 Bais! Chip, Super Capacitor Manager 
References BQ24113EVM BQ24113 Evaluation Module 43J2510 _ 
@ MAX6126BASA30+ | Ultra-High-Precision, Ultra-Low-Noise, Series Voltage | 73Y5221 7.81 BQ25120EVM-731 | 700nA Low Iq Highly Integrated Battery Chg Management| 58Y6252 — 
Reference Solution for Wearables & loT Evaluation Module 
@ MAX6150EUR+T SOT23, Low-Cost, Low-Dropout, 3-Terminal Voltage | 73Y5250 Dal} PIM_ 5576482 
References i 
@ MAX6162AESA+ Precision, Micropower, Low-Dropout, High-Output-} 73Y5254 6.30 
Current, SO-8 Voltage References TEXAS INSTRUMENTS - DC/DC Contant i TEXAS 
@ MAX6165BESA+ | Precision, Micropower, Low-Dropout, High-Output-} 73Y5259 | 4.03 CONTROLLERS, CONVERTERS & Available INSTRUMENTS 
Current, $0-8 Voltage References SWITCHING REGULATOR SELECTION Authorized Distributor 
@ MAX6250BCPA+ Low-Noise, Precision, +2.5V/+4.096V/+5V Voltage | 73Y5301 9.25 For almost any given input voltage and output current, Tl has a DC/DC regulator to meet your design 
References requirements. And for most conversions, TI offers a choice of regulator types, from flexible DC/DC controllers all 
@ MAX6350EPA+ ‘ppm/°C, Low-Noise, +2.5V/+4.096V/+5V Voltage | 73Y5396 18.95 the way to highly-integrated DC/DC power modules. To view Newark’s complete offering, please go to www. 
References newark.com 
@ MAX8515AEXK+T — | Wide-Input 0.6V Shunt Regulators for Isolated DC-DC | 73Y6130 0.56 Tape Cut 
Converters Mfg. Part No. Description StockNo.| — 1-9+ 
@ REFO2CESA+ +5V, +10V Precision Voltage References 73Y6716 5.38 DCIDC Controllers 
@ REFO2HP+ +5V, +10V Precision Voltage References 73Y6718 | 6.78 @ LM3488MM/NOPB 40V Wide Vin Low-Side N-Channel Controller for] 41K4832] 
PIM_5576589 Switching Regulators 
@ LM3481MM/NOPB High-Efficiency Controller for Boost, SEPIC and] 84M8119 ee 
: Flyback DC-DC Converters 
Tl POWER MANAGEMENT SELECTION I TEXAS DC/DC Integrated POL Converters 
INSTRUMENTS @ LMZ21700SILT SIMPLE SWITCHER® 3V to 17V, 650mA High] 26Y2170] 
Authorized Distributor Density Nano Module 
TI's power management integrated circuits (ICs) range from standard ICs to integrated solutions, including @ LMz21701SILT SIMPLE SWITCHER® 3V to 17V, 1A High Density | 26Y2174 = 
power modules, digital power, battery management and high-performance MOSFETs and gate drivers. TI's 7 _ r Nano Module ’ 
extensive product selection ranges from isolated AC/DC and DC/DC power supply controllers and non-isolated 7 - 
voltage regulators, such as switching DC/DC converters and linear regulators, to PMIC and LED drivers and @LMZ20501SILT SIMPLE i ie to oe 1A High Density | 31Y6650 aoe 
display solutions. Please go to www.newark.com for Newark’s complete offering of Tl Power management ang Module 
products. @ LMZ20502SILT SIMPLE SWITCHER® 2.7V to 5.5V, 2A High Density | 31Y6651 = 
Nano Module 
Mis Fart No. ae @ TPS82085SILT 3A, High-Efficiency Step-Down Converter Module with | 51¥4204 
L , High-Efficiency Step-Down Converter Module wit ae 
HIP6013CB 05B6843 integrated Inductor 
PIM_5576440 @ LMZ36002RVQT SIMPLE SWITCHER® 4.5V to 60V, 2A Step-Down} 68Y5810 _ 
Power Module in QFN Package 
TEXAS INSTRUMENTS - BATTERY MANAGEMENT Big Texas DCIDC Switching Regulators Aduusiavle Sie Ra Se EE 
SELECTION INSTRUMENTS @ MC33063ADR .5-A Peak Boost/Bucl nverting ewilb ing Regulator 0.27 
Authorized Distributor @ MC34063ADR 1.5-A Boost/Buck/Inverting Switching Regulator 04K3499 = 
RoHS @ LM2678S-ADJ/NOPB | SIMPLE SWITCHER High Efficiency 5A Step-Down | 28K1912 = 
Gee sinpian Voltage Regulator 
Available" @ LIV2575HVT-ADJINOPB | 1-A Simple Step-Down Adjustable Voltage Switching | 41K3637 | 
Regulator with Output Enable 
@ LM2575S-ADJ/NOPB | 1-A Simple Step-Down Adjustable Voltage Switching | 41K3656 2.11 
Regulator with Output Enable 
@ LM2576HVT-ADJ/NOPB | SIMPLE SWITCHER® 40V, 3A Low Component] 41K3681 w 
Count Step-Down Regulator 
@ LM2576S-ADJ/NOPB |SIMPLE SWITCHER® 40V, 3A Low Component} 41K3686 = 
Count Step-Down Regulator 
@ LM2576T-ADJ/NOPB {SIMPLE SWITCHER® 40V, 3A Low Component} 41K3696 = 
Count Step-Down Regulator 
@ LM2596S-ADJ/NOPB | SIMPLE SWITCHER® 4.5V to 40V, 3A Low} 41K3842 = 
Component Count Step-Down Regulator 
@ LM2611BMF/NOPB 1.4MHz Cuk Converter 41K3930 3.10 
Get longer running, healthier batteries with battery management solutions from TI. Find Newark’s complete TI @ LM2621MM/NOPB Low Input Voltage, Step-Up DC-DC 41K3952 =s 
Battery Management portfolio of innovative products at www.newark.com. @ LM2676S-ADJ/NOPB SIMPLE SWITCHER® 8V to 40V, 3A Low Component| 41K4150 = 
Price Each Count Step-Down Regulator 
Mfg. Part No. Description Stock No. 1+ @ LM2733YMF/NOPB 0.6/1.6 MHz Boost Converters With 40V Internal FET} 41K4305 — 
Battery Charger Switch in SOT-23 
@BQ25120YFPT | 700nA Low Iq Highly Integrated Battery Charge] 66Y6568|  — @LMS008MM/NOPB | 9.5-95V Wide Vin, 350mA Constant On-Time Non-} 41K6028 | 
Management Solution for Wearables and loT ; Synchronous Buck Regulator 
@ BQ24040DSQT 1A Single-Input, Single Cell Li-lon Battery Charger.) 87W5891 = @ LM78S40CN/NOPB Universal Switching Regulator Subsystem 41K6339 = 
Vovp=6.6V, Linear @ LM27342MY/NOPB 2A- Wide Input Range Buck Regulator with Frequency | 46P3254 ex 
@ BQ24074RGTT USB-Friendly Li-lon Battery Charger and Power-Path} 87W8508 cs Synchronization 
Management IC @ TPS5430QDDARQ1 5.5V to 36V Input, 3A, 500kHz Step-Down Converter | 65M6332 _ 
Battery Fuel Gauge @ LM5010AMH/NOPB 8-75V Wide Vin, 1A Constant On-Time Non-| 69K2586 _ 
@BQ40Z60RHBT | Complete Multi-Cell Battery Manager, Battery Fuel (Gas) ) 38Y6636 oe Synchronous Buck Regulator 
Gauge @ TPS62130RGTT 3-17V 3A Step-Down Converter with DCS-Control in] 7415527 ees 
@ BQ27546YZFT-G1 | Single Cell Impedance Track System Side Fuel Gauge | 51Y4164 cee 3x3 QFN Package 
@ BQ78Z100DRZT | Impedance Track™ Battery Fuel (Gas) Gauge for 1-Series] 70Y5451 = @ TPS5430DDA 5.5V to 36V Input, 3A, 500kHz Step-Down Converter | 75K1619 = 
to 2-Series @ TPS63060DSCR 2.5V to 12V input voltage, 93% Efficient, 2.25A Switch | 7678143 eae 
Battery Supervisors & Monitors Current Limit, Buck-Boost Converter 
@ BQ296103DSGT 2-48 Overvoltage Protector with LDO Output 51Y4166 = @ TPS63000DRCR 96% age Ree bel 1.8A Current) 85K1709 = 
@ BQ296106DSGT 2-4S Overvoltage Protector ue LDO Output 806485 aay © TPS61I70DRVR 7.2A Switch, High Voltage Boost Converter in 2xamm | 86W6330 = 
@ BQ296107DSGT 2-4S Overvoltage Protector with LDO Output 80Y6486 —_ QFN Package 
@ BQ296111DSGT 2-4S Overvoltage Protector with LDO Output 80Y6487 — @ TPS54620RGYR 4.5V to 17V Input, 6A Synchronous Step-Down | 87W8582 = 
Popular Battery Management Demo Boards SWIFT™ Converter 
BQ24010EVM 1-A Li-lon Charger Evaluation Module with Power-Good, | 02H5052 re 
Temp. Sense 
BQ24210EVM-678 | Evaluation Module for BQ24210 800mA, Single-Input, | 27T6202 — 
Single Cell Li-lon Battery Solar Charger 
> CONTINUED > > CONTINUED > 
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TEXAS INSTRUMENTS - DC/DC CONTROLLERS, CONVERTERS & TEXAS INSTRUMENTS - POWER MANAGEMENT 3 TEXAS 
SWITCHING REGULATOR SELECTION (CONT.) SELECTION INSTRUMENTS 
Tape Cut Authorized Distributor 


Mfg. Part No. Description Stock No. 1-9+ Geetinp fant 
DC/DC Switching Regulators-Adjustable Available 
@ TPS61220DCKR Low Input Voltage, 0.7V Boost Converter with | 87W8589 = 

5.5uA Quiescent Current 
@ TPS54231DR 3.5 to 28V Input, 2A, 570kKHz Step-Down Converter | 94T5096 — 


with Eco-mode™ 
DC/DC Switching Regulators-Fixed 


@ 1L2575-05IKTTR 1-A Simple Step-Down Switching Voltage | 27M1030 = 
Regulators 
@ LM2574M-5.0/NOPB SIMPLE SWITCHER 0.5A Step-Down Voltage | 41K3604 ee 
Regulator 
@ LM2576S-5.0/NOPB SIMPLE SWITCHER® 40V, 3A Low Component] 41K3690 mr Texas Instruments’ comprehensive portfolio of MOSFET and IGBT gate drivers offer different input and output 
Count Step-Down Regulator configurations, a wide range of operating voltages and drive currents delivering high system reliability, efficiency 
and flexibility. TI's award-winning LED drivers and solutions give lighting developers the flexibility to optimize 
@ LM2576T-12/NOPB SIMPLE ee cei ca wad Component | 41K3697 — their designs to satisfy the demanding challenges of this dynamic market. From drop-in and spin to highly- 
OURS SIP CONTRO UIROF complex industrial motors, TI has the most scalable motor solutions across a broad range of voltage, current, 
@ LM2576T-5.0/NOPB SIMPLE SWITCHER® 40V, 3A Low Component | 41K3700 — interface, integration and control options. Go to www.newark.com to learn more about the complete portfolio. 
Count Step-Down Regulator Price Each 
@ LM2596SX-5.0/NOPB SIMPLE SWITCHER® 4.5V to 40V, 3A Low] 41K3848 -— an aqua 
Component Count Step-Down Regulator Mfg. Part No. Description Stock No. 1+ 
@ LM2672M-5.0/NOPB SIMPLE SWITCHER® 6.5V to 40V, 1A Low| 41K4081 = LED Drivers 
Component Count Step-Down Regulator @ TLC5916IN 8-Bit Constant-Current LED Sink Driver 60M1749 = 
@ LM2672MX-ADJ/NOPB SIMPLE SWITCHER® 6.5V to 40V, 1A Low] 41K4082 — @ LM3407MY/NOPB | 350 mA, Constant Current Output Floating Buck Switching | 78M7735 = 
Component Count Step-Down Regulator Converter for High Power LEDs 
@ LM2674M-5.0/NOPB SIMPLE SWITCHER® 40V, 500mA Low] 41K4121 = @ TPS61165DBVR High Brightness White LED Driver in 2mm x 2mm QFN | 87W8588 = 
Component Count Step-Down Regulator Package 
@ LM2674MX-5.0/NOPB SIMPLE SWITCHER® 40V, 500mA Low| 41K4125 — @ TPS61165DRVR High Brightness White LED Driver in 2mm x 2mm QFN | 9475099 = 
Component Count Step-Down Regulator Package 
@ LM2675M-3.3/NOPB SIMPLE SWITCHER® 6.5V to 40V, 1A Low] 41K4140 -— MOSFET & IGBT Drivers 
Component Count Step-Down Regulator @ UCC37322P Single 9-A High Speed Low-Side MOSFET Driver With| 02E7333 | 1.57 
@ LM2675M-5.0/NOPB SIMPLE SWITCHER® 6.5V to 40V, 1A Low] 41K4141 — Enable 
Component Count Step-Down Regulator @ TPL7407LDR 40V, 7-Channel NMOS Array, Low Side Driver 38X5927 | -—- 
@ LM2675MX-5.0/NOPB SIMPLE SWITCHER® 6.5V to 40V, 1A Low] 41K4145 = ; : me 7 
Component Count Step-Down Regulator @LM3478MM/NOPB |40V Wide Vin Sie hail Controller for] 41K4818 = 
@ LM2676S-5.0/NOPB SIMPLE SWITCHER® 8V to 40V, 3A Low (RIMGiSg = @ LMI5050MK-1/NOPB High Side OR-ing FET Controller 4717502 | 
Component Count Step-Down Regulator - 
@ LM2676SX-3.3/NOPB SIMPLE SWITCHER® 8V to 40V, 3A Low| 41K4164 _ @ UCC27531D 2.5-A, 5-A, 35-VMAX a ee and IGBT Single Gate | 68Y0887 — 
Component Count Step-Down Regulator - 
@ LM3578ANINOPB Switching Regulator 41K4885 = Motor Control Drivers 
© 1PS62172DSGT 3-17V 0.5A Step-Down Converter in 2x2 QFN] 7475567 i @ DRV8837DSGR 1.8A Low Voltage Brushed DC Motor Driver (PWM Ctrl) | 06W2237 — 
package @ DRV8833CRTET 2A Low Voltage Dual Brushed DC or Single Bipolar] 26Y2167 -— 
@ TPS63001DRCR 96% Buck-Boost Converter with 1.7A Curent] 85K1711 = Stepper Motor Driver (PWM Ctrl) 
Switches, 3.3V fixed Output voltage in 3x3 QFN @ LMD18201T/NOPB 3-Amp, 55 Volt H-Bridge 41K2746 = 
Popular DC/DC Controllers, Converters & Switching Regulators Module Demo Boards @ DRV10963PDSNT | _5-V, 3-Phase Sinusoidal Sensorless BLDC Motor Driver | 66Y6575 _ 
LM27342MYEVAL LM27342MY (10-Pin eMSOP) 2MHz 2A Wide Input } 04R9153 53.90 Popular Power Management Drivers Demo Boards 
Buck Regulator w/ i aes Synchronization DRV8823EVM DRV8823 Evaluation Module 0170052 = 
- 16-Channel LED Driver Evaluation Mod 09R6480 — 
LM3481SEPICEVALINOPB [M3481 SEPIC Evaluation Board osw7795| TEC SO BEV MSY seal SR et UE 
LMZ20501EVM LMZ20501 1A SIMPLE SWITCHER® Nano} 42X6089 —RveAEVM | _DRV@422 Evaluation Mode _— FAA 
Module Evaluation Board 7 DRV10963AEVM DRV10963 5V 3-phase Sinusoidal Sensorless BLDC | 58Y6269 82.50 
LMZ20502EVM LMZ20502 2A SIMPLE SWITCHER® Nano} 42X6090 — ules ta Baan bie 
Module Evaluation Board UCC27531EVM-184 UCC27531 Evaluation Module 66W6455 = 
@LM3150-500EVAL/NOPB | Evaluation Board for LM3150-500 kHz - SIMPLE | 4777464 ar TPS61165EVM-283 TPS61165EVM-283 Evaluation Module 72M4772 = 
SWITCHER® CONTROLLER, 42V Synchronous @ LM3407EVAL/NOPB | 350mA, Constant Current Output Floating Buck Switching | 77R5213 = 
Step-Down Regulator Evaluation Board 
PIM_5576506 DRV201AEVM DRV201A Evaluation Module for 100mA Voice Coil Motor | 99W6229 = 
Driver with Advanced Ringing Compensation 
TEXAS INSTRUMENTS - LDO Sens nt QB Texas PIN_5576510 
REGULATOR SELECTION Available INSTRUMENTS 
Authorized Distributor : 
Texas Instruments (Tl) has the broadest portfolio of small LDO and linear regulators that help you design eW ro uc Ss e al y 
high-performance and cost-effective solutions for space constrained applications. To view Newark's complete 
offering, please go to www.newark.com — See the newest Technologies and Suppliers at_ = newark.com/new-products 
‘ape Cul 
Mfg. Part No. Description Stock No. 1-9+ 
LDO Regulators-Fixed 
@ LM2937IMP-3.3/NOPB 500 mA Low Dropout Regulator 28K1907 = 
Voltage Regulators-Adjustable 
@ LM317T/NOPB 3/4 Pin 1.5A Adjustable Positive Voltage Regulator | 41K4663 — 
Voltage Regulators-Fixed 
@ LM340MP-5.0/NOPB | Space Saving High Voltage High Current 3 Terminal) 41K4766 = 
Positive Regulators 
@ LM340T-5.0/NOPB Space Saving High Voltage High Current 3 Terminal} 41K4773 — 
Positive Regulators 
PIM_5576508 PIM_5624851 


60 Go online or call for non-compliant or ROHS Compliant products. See page 2 


DISCRETES 


FAST RECOVERY RECTIFIERS 


DIODES & FAST RECOVERY DIODES Rolie @ THRU-HOLE RECTIFIERS (CONT.) 
ompliant It 
Available mu icomp Operating Price Each 
7 VF Temp Case 
Mfg. Part No. | Vrrm Max | If(AV) | Max |1fsm Max Max Style Stock No. 1-9+ 
Single 
@ 1N49336 soy | 1A | 12v] 30A | 150°C [A x i a || 42K2833] 0.05 
Leaded-2 
Pins 
@indo33RLG| 50V | 1A | 12v | 30A | 150°C |D O -| 42K2834 aa 
204AL-2 
Pins 
@ 1N5400G sov | 3a | tv | 2000 | 150°° [DO -| 42K2929] 9.45 
Operating Tape Cut 201AD-2 
VF Temp Case Pins 
Mfg. Part No. | Vrrm Max | If(AV) | Max |Ifsm Max} Max Style |StockNo.| _ 1-9+ @ 1N4002G tov | 4A | t.1v | 30a | 175°° [D OO -| 42K2816| 0.34 
Single 204AL-2 
Pins 
TKV F e -204AL- = 
acl 1A [123] 30A_| 150°C | DO-204AL-2 (EBUGESE @ 1N4934G toov | 4A | tav | 30a | 150°C [A x i a I] 42K2835/ 0.31 
@ 1N4007. ak | tA |1.23v{ 308 | 150°C | DO-41-2 | 98K5005 = eaded=2 
@ FR307 tk | 3A | 4.3V | 150A | 150°C | DO-201AD-2 | 97K0219 = Pins 
e@ps3010n | 1kV | 3A [13av] 2008 | 150°C | D0-201AD-2 | 97K7838| 0.36 e@insaoirtc| toov | 3a | tv | 200d | 150°C [A x i a 1| 42K2932| 0.09 
@in4ooz. | 100v | 1A |44v| 30 | 150°C | DO-41-2Pins | 93K6404 a es ae 
ous SOY HR | S|) ROR: |p 180" ee CaICESY ea @ 1N5401G toov | 3A | t4v | 1254 | t50°C [A x i a 1] 42K2931| 0.15 
Leaded-2 
@ P600G 4oov | 6A | 4v | 400A | 150°C | P600-2Pins | 97K8219 = Pins 
@ PGOOK 800V 6A |1.62V} 400A 150°C P600-2 97K8220 = @ MR851G 400V 3A | 1.25V 100A 150°C JA xia 68K0664 ey 
PIM_116843 Leaded-2 
Pins 
e@mrasirRic | 100v | 3A [425v| 100A | 150°C [A x i a |] 09R9548| 0.15 
THRU-HOLE RECTIFIERS y, Leaded-2 
ON Semiconductor ( | Pins 
e@mrasirnic | 100V | 3A | 1425V] 100A | 150°C [A x i a || 42K1532 sa 
Leaded-2 
Pins 
e@inaoose | 200v | 1A | tiv | 30A | 475°C [A xi a || 42K2819| 0.31 
Leaded-2 
Pins 
@inagase | 200v | 1A | t2v | 30a | 150°C [A xi a || 42K2837| 0.34 
Leaded-2 
DO-201AD Fins 
‘ e@muriz0c | 200v | 4A [e75mv| 354 | 175°C [D OO -| 36K4293| 0.50 
RoHS 204AL-2 
Gap singin Pins 
Available 
e@ins4o2c | 200v | 3a | wv | 1254 | 150°C [A x i a || 42K2933| 0.14 
Leaded-2 
Pins 
@ MR852G 200v | 3A | 4.25v; 100A | 125°C [D 0 -| 42K1533 a 
TO-220AC 201AD-2 
TJ Max. = 175°C, unless otherwise noted. Pins 
RoHS COMPLIANT — ULTRA-FAST RECTIFIERS @mrss2Ric | 200v | 3a | 125v| 100A | 150°C |D O -| o9R9549 = 
201AD-2 
Operating Price Each Pins 
VF Temp Case 7 
Mfg. Part No. | VrrmMax|If(AV)| Max |IfsmMax| Max | Style |StockNo.| — 1-9+ @MRB52RLG | 200V | 3A | 1.25V) 100A | 150°C Peeas 42K1534 = 
Dual Common Cathode Pins 
@ MUR620CTG 200V 6A |975mV 75A 175°C le 71J6215 0.31 @ MUR420G 200V 4A |890mV| 125A 175°C IDO -| 42K1631 0.70 
5 201AD-2 
@murFt6z0cTG| 200v | 8A |975mv] 100A | 150°C |TO-220-| 26K4699 a Pins 
tt Pins e@murs20c | 200v | 8A |975mv| 100A | 175°C [T O -| 45U1748 1.20 
@muriezocte | 200V | 16A [975mv] 100A | 175°C |T O -| 4517431 205 220AC-2 
220AB-3 Pins 
Pins e@muris20c | 200v | 15A| 4.05v) 200A | 175°C |T O -| 98Ho862| O99 
e@murHsdoctc | 400v | 8A | 22v | 100A | A75°c [Tt O -| 71y6211 1.45 220AC-2 
220AB-3 @ 1N4004G 4oov | 1A | t1v | 30a | 175°C [DO -| 42K2822 0.32 
emuriesoctc | 400v | 16a | 13v | 100A | 175°C |T0-220-] 45N1744| 4.54 204AL-2 
3 Pins Pins 
e@murHseoctc | 6oov | 4a | 28v | 100A | 175°C |T O -| 451736] 158 @inagsec | 400v | 1A | t2v] 30A | 150°C [A xi a || 42K2839| 0.06 
220AB-3 Leaded-2 
Pins Pins 
e@muriesoctc | 6oov | 16a] 15v | 100A | A75°C |T O -| 716214] 41.55 e@ins4oac | 4oov | 3a | tv | 1254 | 450°C [A x i a || 42K2935| 0.43 
220AB-3 Leaded-2 
@MuR3060WTG | 6O0V | 30A | 1.7V | 150A 175°C | T0-247-| 26K4706 4.08 Pins 
3 Pins @ MR854G 400v | 3A | 4.25v} 100A | 150°C [A x i a || 42K1535 = 
Single Leaded-2 
@ 1N4007RLG ak | tA | 1.1v ] 30A | 175°C [Axial] 83K4250 Eins 
Ore @mursaoc | 400v | 6A | 1av | 100A | 175°C |T © -| 2eKa7I2| 1.43 
@ 1N4007G ak | 1A | 4.35V] 30a | 150°C [D O -| 42k2831| 0.28 220AC-2 
204AL-2 Pins 
Ping e@muris4oc| 400v | 5A | t25v] 150A | 175°C |T O -| 4501742] 4.47 
@ 1N5408G ak [3A | t.2v | 1254 | 150°C [Axiall 42k2941| 0.44 220AC-2 
@ MUR4100EG tk | 4a | 485v] 70a | 175°C |D O -| 42k1627| 1.01 Pins 
@ MUR8100EG 1k «| BA | 1.8V | 100A | 175°C |T © -| 88Ha948| 4.87 e@inags7c | Goov | 1A | t2v] 30A | 150°C [A xi a || 42K2841 0.05 
@ 1N4001G sov | 1A | t.tv} 30a | 175°C [D O -| 42K2813] 0.05 Deaded=2 
204AL-2 we 
Pins e@murieos | 6oov | 1A | t25v) 35 | 475°C [A xi a || 42Kk1608| 9.41 
@ 1N4001RLG sov | 1A | tiv] 30a | 175°C |D O -| ooR9749] 0.31 Peaded=2 
204AL-2 Pins 
Pins @ins4ooc | coov | 3A | tv | 200A | 150°C |D O -| 42K2937| 0.44 
@ 1N4001RLG sov | 1A | tiv | 30a | 175°C |D © -| 42K2814| 0.04 ae 
204AL-2 
Pins 
> CONTINUED > > CONTINUED > 
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THRU-HOLE RECTIFIERS (CONT.) IGBT MODULES (CONT.) 
Operating Price Each Price Each 
ue Temp Case Mfg. Part No. Vceo Ide Pd Stock No. 1-4+ 
Mfg. Part No. | Vrrm Max | If(AV) | Max || fsm Max Max Style Stock No. 1-9+ Module 
SEG 600V 3A |1.25V} 100A 125°C | DO-201AD-2| 42K1538 eDSOOR IES LE BoA a5 RN SAR = 
, Pins = @ FS20RO6W1E3 600 V 20A 135 W 84R7215 = 
@ MUR460G 600V 4A |1.28V) 110A 175°C |DO-201AD-2| 42K1638 0.72 PIM_189575 
Pins 
@ MUR860G 600V 8A | 1.5V} 100A 175°C | TO-220AC-2| 45J1749 1.34 RoHS 
Pins TRENCH IGBT MODULES S2%e0 SEMIKRON 
emuris60c{ 600v | 154] 1.5v] 150A | 175°C | TO-220AC-2 | 98H0863| 1.59 NO 
@ 1N4006G soov | 1A | 41V] 30A 175°C |A x i a || 42K2828 0.31 innovation+ service 
Leaded-2 
Pins 
@MUR180EG} 800V 1A |1.75V| 35A 175°C | DO-204AL-2| 42K1611 = 
Pins 
@ MUR480EG} 800V 4A |1.85V) 70A 175°C |A x i a || 42K1640 a5 
Leaded-2 
Pins : 
e@murss0eG| s0ov | 8A | 1.8v | 100A | 175°C | TO-220AC-2 | 7146216 111 Price Each 
PIM 4244 Mfg. Part No. Vceo Ide Stock No. 1-5+ 
7 @ SKIM429GD17E4HD 11V 595A 77R2504 = 
@ SKM200GM12T4 800 mV 314A 77R2564 240.35 
A-SERIES IGBT MODULES Seeding @ SKM300GM12T4 800 mV 422 A 77R2574 294.45 
Designed to match European nameplate ratings and avallable @ SKIM459GD12E4 800 mV 554 A 77R2505 75 
package sizes while offering superior thermal performance, 
the A-Series IGBT uses the 5th Generation CSTBT, Carrier @ SKIMG09GAL12E4 800 mV 748A TIR2507 1034.50 
Stored Trench-Gate Bipolar Transistor, chip, which offers @ SKIM609GAR12E4 800 mV 748A 77R2508 1187.25 
lower losses in comparison to previous chip generations. @ SKM200GARL066 T 900 mV 280A 77R2558 379.91 
@ SKM300GARLO66T 900 mV 400A 77R2568 438.39 
@ SKM300MLIO66T 900 mV 400A 77R2575 = 
Price Each @ SKIM909GD066HD 900 mV 899A 77R2509 = 
Mfg. Part No. Vceo Ide Pd Stock No. 1-4+ @ SKM300GA12V 940 mV 443A 77R2571 215.08 
IGBTMOD Module 
CMA400HA-24A Te 400A 2.35 kW 19K9226 173.42 @ SKM75GB12V 1.2 KV 114A 77R2592 116.05 
CM600HA-24A 1.2 kV 600A 3.67 kW 19K9231 218.00 @ SKM100GB12V 1.2 kV 159A 77R2546 132.01 
@ CM200DY-34A 1.7kV 200A 1.98 kW 30M3582 = @ SKM400GB12V 12kV 612A 77R2586 358.46 
Module SEMITRANS 2 
@ CM100DY-24A 1.2 kV 100A 672 W 19K9202 104.16 @ SKM50GB12V 940 mV 79A 77R2589 94.36 
@ CM150DY-24A 1.2kV 150A 960 W 19K9209 130.19 SEMITRANS 3 
@ CM200DY-24A 1.2kV 200A 1.34 kW 19K9214 = @ SKM400GM12T4 800 mV 618A 77R2588 365.42 
@ CM300DY-24A 1.2kV 300A 1.89 kW 19K9221 ne @ SKM150GM12T4G 940 mV 229A 77R2553 207.13 
@ CM400DY-24A 1.2kV 400A 2.71 kW 19K9225 334.10 @ SKM150GB12VG 940 mV 235A 77R2552 238.01 
@ CM600DY-24A 1.2 kV 600A 3.67 kW 2347943 404.39 @ SKM400GAL12V 940 mV 598 A 77R2578 294.06 
PIM_93039 SEMITRANS 4 
@ SKM400GA12V 940 mV 598A 77R2584 247.40 
NF SERIES CSTBT IGBT MODULES @ SKM600GA12V 940 mV 890A 77R2591 355.74 
Features SEMITRANS 5 
@ High performance industrial applications ~10-15 kHz RoHS @ SKM150MLI066 T 900 mV 200A 77R2554 2s 
© 3rd Gen. (H-Series) Compatible Geptimoiat SKIM 93 
© Industry leading performance Available ! 
@ Highest reliability @ SKM150GAL12V 940 mV 225A 77R2548 112.07 
@ New Mega-Dual Package PIM 194464 


CM400DY-12NF 


Price Each 

Mfg. Part No. Vceo Ide Pd StockNo. | 19% _ 

Module 
CM900DU-24NF 1.2kV 900A 2.55 kW 32H5463 = 

@ CM150DY-12NF 600 V 150A 590 W 32H5453 115.70 
@ CM200DY-12NF 600 V 200A 650 W 73K1935 118.21 
@ CM300DY-12NF 600 V 300A 780 W 32H5457 159.49 
@ CM400DY-12NF 600 V 400A 1.13 kW 73K1938 209.64 
PIM_84659 
IGBT MODULES Can 
eur clei and power density | n fi n @0 n 


HI-REL STANDARD POWER MOSFET DISCRETES International 


TOR Rectifier 


Features: @ Hermetically Sealed 

© Repetitive Avalanche ® Simple Drive Requirements 

@ Dynamic dv/dt Rating @ Ease of Paralleling 

Hexfet thru-hole transistors provide capabilities in the design and development of radiation hardened discrete 


semiconductors, hybrids, custom-designed assemblies and DC-DC converters. 


© Full product range in various configurations 
© Latest IGBT chip technology Price Each 
® Best parallel switching performance Geetinoiat Mfg. PartNo. | Vds id | vesith) Rds(on) Stock No. | 1-9 
e Broad range of products Available TO-204AA 
Applications © Traction Systems 
@ Industrial Drives © UPS Systems IRF9240 -200V -11A -4V 500 mohm @ -10 V 06F8462 = 
¢ Renewable Energy Systems IRF130 100V 14A av 180 mohm @ 10 V 06F8119 = 
Price Each 2N6756 100V 14A 4v 180 mohm @ 10 V 97B9021 — 
Mfg. Part No. Vceo Idc Pd Stock No. 1-4+ 2N6764 100V 38A 4v 55 mohm @ 10 V 94B8152 = 
Module IRF430 500V 4.5A 4v 1.5 ohm @ 10 V 06F8210 is 
@ FP15R12W1T4_B3 1.2kV 15A 130 W 84R7201 = T0-3 
@ FP25R12W274 1.2kV 25A 175 W 84R7204 43.39 IRF9230 -200V -6.5A -4V 800 mohm @ -10 V 7705973 = 
@ FS25R12W1T4 1.2kV 25A 205 W 84R7217 a= PIM 74683 
> CONTINUED > 
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DISCRETES 


POWER MOSFETS 


ENHANCEMENT MODE FETs Ge sinpia y f ENHANCEMENT MODE FETs (CONT.) 
kate EAIRCHILD. | Tape Cut_ 
y f Mfg. Part No. Vds Id VGS(th) Rds(on) Stock No. 1-24+ 
TO-92 
@ 2N7000 60V | 200mA 21V 1.20hm@10V | 58K9650 0.53 
y/ @ 2N7000_D26Z 60V | 200mA 21V 5 ohm @ 10V 78K6147 0.42 
c< » @ BS170 60V | 500mA 21V 1.20hm@10V | 58K8772 0.44 
bp PIM_74305 
a 
Applications include notebook computer power management, switching regulators, switching converters, motor SINGLE N-CHANNEL MOSFETs 30V to 60V Gee tino yy 
drivers and relay drivers. wvatatie  WISHAY. 
Tape Cut 
Mfg. Part No. Vds Id VGS(th) Rds(on) Stock No. 1-24+ Tape Cut 
SOIC Mfg. Part No. Vds Id VGS\(th) Rds(on) Stock No. 1-24+ 
@ NDS9407 -60V -3A -1.6V 0.078 ohm @-10V | 78K6109 0.79 ChipFET 
@ FDS9435A -30V 5.3 -1.7V 0.042 ohm @-10V_| 3807185, 0.73 @ SI5410DU-T1-GE3 4ov | 12A 1.2 0.0150hm@10V_ | 69W7208 nee 
@ NDS9952A 30V 3.7A 1.7V 0.06 ohm @ 10 V 38C7632 = NSOIC. 
@ FDS8928A 30V 5.5A 670mV_ | 0.025ohm@4.5V_| 3807181 =_ @ SI4840BDY-T1-GE3_ | 40V | 19A 3V 0.0074 ohm @ 10 V | 05W6950 1.69 
@ FDS8958A 30V 7A 1.9V 0.019 ohm@10V | 3400185 0.88 PolarPAK 
@ NDS9945 60V 3.5A 1.7V 100 mohm@10V | 03H3057 1.85 @ SIE832DF-T1-E3 40v | 50A 2.2V | 0.0046 ohm @10V | 69W7163 = 
SOT-223 PowerPAK 
@ NDT2955 -60V -2.5A -2.6V 0.095ohm@-10V | 58K9483 0.72 @ SI5476DU-T1-GE3 60V | 12A 1V 0.028 chm @10V | 69W7209 0.78 
@ NDT454P -30V 5.94 -2.7V 50mohm@-10V | 58K9484 = PowerPAK 1212 
@ NDT452AP -30V 5A -1.6V 65 mohm @ -10 V 58K2023 0.53 @ SI7112DN-T1-GE3 30V | 11.3A | 600mV | 0.006ohm@10V | 69W7220 4.20 
@ NDT456P -30V 7.5A -1.5V 0.026 chm @-10V | 58K9485 2.56 @ SISA10DN-T1-GE3_ | 30V | 30A 1.4V | 0.0028 ohm @10V | 68W7089 0.62 
@ FDT439N 30V 6.3A 670mV | 0.0380hm@4.5V | 38C7188 0.53 @ SIS322DNT-T1-GE3 | 30V | 383A | 1.2V 0.006 chm @10V | 68W7091 0.40 
@ NDTO14L 60V 2.8A 1.5V 0.12 ohm @ 10 V 34C1635 _ @ SIS476DN-T1-GE3 30v | 40A 1V | 0.00205 ohm @ 10 V | 68W7093 0.70 
@ NDT3055L 60V 4A 1.6V 0.07 ohm @ 10 V 72K9001 0.85 @ SI7116DN-T1-GE3 4ov | 10.54 | 2.5V 6.5mohm@10V | 84R8072 1.43 
@ NDT3055 60V 4A 3V 100 mohm @ 10 V 58K2021 0.54 @ SIS412DN-T1-GE3 40v | 12A Vv 0.02ohm@10V | 05w6933 = 
SOT-23 @ SI7414DN-T1-GE3 60V | 87A 3V 0.021 ohm @ 20V | 16P3844 0.25 
@ NDC7003P 60V | -340mA | -1.9V 1.2 ohm @-10V 58K2009 0.22 PowerPAK SO 
@ NDS0610 60V | -120mA | -1.7V 10 ohm @ -10 V 58K2015 0.38 @ SIRA(4DP-T1-GE3_ | 30V_ | 20A 1.4V | 0.00425 ohm @ 10 V | 68W7087 = 
@ NDS0605 -60V | 180mA -1.7V 5ohm @-10V 58K9477 0.39 @ SI7892BDP-T1-E3 30V | 254 1V 5.7mohm@4.5V | 64R4910 1.87 
@ BSS84 -50V | 130mA A.V 1.20hm @-5V 58K8770 0.39 @SIRA12DP-T1-GE3_ | 30V | 25A 1.4V | 0.00320hm@10V | 68W7085 0.47 
@ FDN358P -30V 1.6A -1.9V 200mohm@-10V | 58K8843 0.52 @SIRA10DP-T1-GE3_ | 30V | 30A 1.4V | 0.0028 ohm @10V | 68W7083 0.62 
@ FDV304P -25V_ | 460mA | -860mV | 1.220ohm@-4.5V | 58K1480 0.41 @ SIR468DP-T1-GE3 30V | 40A 1V 0.0047 ohm @ 10 V | 69W7166 = 
@ FDV303N 25V__ | 680mA | 800mV | 0.330hm@45V_ | 58K8857 0.43 @ SIRAO6DP-T1-GE3 | 30V_| 40A 1.1V__| 0.00205 ohm @ 10 V | 68W7081 0.35 
@ FDN337N 30V 2.28 700mV | 0.0540ohm@4.5V | 58K1464 0.53 @ SI7288DP-T1-GE3 4ov | 20A 1.2V | 0.01560hm@10V | 63R8227 0.68 
@ BSS138 50V. | 220mA 1.3V 0.7 ohm @ 10 V 58K8769 0.39 @ SIR836DP-T1-GE3__| 40V | 21A 1.2V 0.0150hm@10V_ | 05w6931 0.37 
@ 2N7002 60vV | 115mA 21V 1.20hm @ 10V 58K9651 0.36 @ SIR422DP-11-GE3_ | 40V | 40A 1.2V | 5400 yohm@10V | 05w6929 0.72 
@ NDS7002A 60V. | 280mA 21V 2ohm @ 10V 58K9482 0.36 @ SIR418DP-T1-GE3 4ov | 40A 24V | 0.00415 ohm @10V | 35R6197 0.80 
@ MMBF170 60V | 500mA 21V 5 ohm @ 10V 58K9427 0.41 @ SI7848BDP-T1-GE3 | 40V | 47A 3V 0.0074 ohm @ 20V | 16P3873 1.46 
@ BSS123 100V_| 170mA 1.7V 1.2 ohm @ 10V 58K8768 0.33 @ SIR414DP-T1-GE3 40v | 50A W 2.3mohm@10V | 05w6928 ae 
SOT-363 @ SI7790DP-T1-GE3 4ov | 50A 1.2 | 0.00360hm@10V | 69W7233 i 
@ 2N7002DW 60V. | 115mA 1.76V 1.6 ohm @5V 05R0387 0.52 @ SI7884BDP-T1-E3 4ov | 58A Vv 6200 ohm @ 10 V | 056955 1.65 
SuperSOT @ SI7884BDP-T1-GE3 | 40V | 58A 3V 0.0062 ohm @ 10 V | 16P3877 1.87 
@ NDS356AP -30V 1.1A -1.6V 300 mohm@-10V | 58K2019 = @ SIR470DP-T1-GE3__| 40V | 60A 1V 0.0019 ohm @ 10 V | 69W7167 1.76 
@ FDN360P -30V 2A 20V 80mohm@-10V_ | 58K1466 0.56 © SI7460DP-T1-GE3 6ov | 18A 1V 0.08 ohm @4.5V | 64R4909 1.62 
@ NDS352AP -30V | 900mA -1.7V 0.25 ohm@-10V_ | 58K2017 0.18 @ SIR662DP-T1-GE3 60V | 60A 1V 0.0022 ohm @10V | 8373534 1.28 
@ FDC634P -20V -3.5A | -800mV | 80mohm@-4.5V | 58K8824 0.28 @ SI7164DP-T1-GE3 60V | 60A 2.5V 0.005chm@10V | 64R4908 = 
@ NDS332P -20V 1A -600mV | 300mohm@-4.5V | 58K9478 0.17 SC-70 
@ FDN336P -20V 1.2A | -900mV_| 0.122 ohm@-4.5V | 58K1463 0.46 @ SIA408DJ-T1-GE3 30V_ | 4.5A 1.6V 53mohm@12V_ | 16P3609 wa 
@ FDN338P -20V 1.6A -800mV | 0.088 chm @-4.5V | 58K8840 0.16 SC-75A 
@ FDN340P -20V 2A -800mV | 0.06ohm@-4.5V | 58K8841 0.49 @ SI1022R-T1-GE3 60V | 330mA | 2.5V 1.250hm@10V | 16P3674 = 
@ NDS331N 20V 1.3A 700mV 0.11 ohm @4.5V 58K2016 0.47 SC-89 
@ NDS351AN 30V 1.20 2.1V 0.092 ohm@10V | 58K9481 0.47 @ SI1070X-T1-GE3 30V | 1.24 | 1.55V | 140mohm@12V | 16P3696 = 
@ NDS355AN 30V 1.7K 1.6V 0.065 ohm @10V | 58K2018 0.58 @ SI1026X-T1-GE3 60V | 305mA | 2.5V 140hm@1.4V_ | 16P3678 0.26 
@ FDN357N 30V 1.94 1.6V 0.053 ohm@4.5V | 58K8842 0.19 Soic 
@ FDC6561AN 30V 2.5A 1.8V 0.082 ohm @ 10 V 58K8828 0.68 @ SI4346DY-T1-GE3 30V | 5.9A 2v 19mohm@10V | 84R8044 = 
@ NDC7002N 50V | 510mA 1.9V 2ohm @ 10V 58K9474 = @ SI4800BDY-T1-GE3_| 30V 9A 25V 30mohm@25V_ | 16P3753 = 
@ NDC7001C 60V. | 510mA 21V 1 ohm @ 10 V 58K9473 0.47 @ SI4420BDY-T1-E3 30V | 9.54 3V 0.007 ohm @ 10V | 69W7199 131 
TO-220 @ SI4178DY-T1-GE3 30v | 12A 1.4V 0.017 ohm@10V_ | 05w6942 0.26 
@ NDP6020P -20V -24A -700mV_| 0.041 ohm@-4.5V | 58K9475 = @ SI4420BDY-T1-GE3_ | 30V | 13.5A 3V 11 mohm @ 20 V 16P3736 = 
@ NDP7060 60V 75A 2.8V 13 mohm @ 10 V 3401614 _ @ SI4430BDY-T1-E3 30V | 14A 1V 0.0037 ohm @ 10 V | 69W7262 1.38 
@ IRF530A 100V 140 av 10mohm@100V_ | 58K1735 0.65 @ SI4686DY-T1-GE3 30V_ | 18.2A 3V 14mohm@4.5V_ | 26R1888 0.83 
TO-220AB @ SI4162DY-T1-GE3 30V | 19.3A 1V 6.5mohm@10V_ | 05w6941 0.67 
@ RFP5ONO6 60V 50A 4v 22 mohm @ 10 V 58K9518 1.36 @ SIR472DP-T1-GE3 30V | 20A 2.5V 15mohm@20V | 16P3656 = 
@ RFP7ONO6 60V 70A av 14 mohm @ 10 V 58K2128 1.55 @ SI4430BDY-T1-GE3 | 30V | 20A 3V 0.0037 ohm @ 20V | 16P3737 1.49 
@ RFP12N10L 100V 12A av 200 mohm @ 5 V 58K9511 ea @ SI4160DY-T1-GE3 30V | 25.4A Vv 4000 pohm @ 10V_ | 05we6940 0.99 
TO-252 @ SI4842BDY-T1-E3 30V | 28A 1.4V | 3400 pohm@10V | 05w6951 1.49 
@ MTD3055VL 60V 124 1.5V 0.18 ohm @5V 63K5835 0.66 @ Si4842BDY-T1-GE3 | 30V | 28A 20V 5.7mohm@20V | 16P3760 1.47 
TO-263AB @ SI4164DY-T1-GE3 30v | 30A 1.2V | 0.0026ohm@10V | 69W7195 1.16 
@ NDB6060L 60V 48A 2v 0.02 ohm @ 10 V 58K9470 _ @ SIR466DP-T1-GE3 30V | 40A 1.2V | 0.00290hm@10V | 69W7165 0.72 
@ SI4154DY-T1-GE3 40v | 36A 1V 0.0027 ohm @10V | 69W7194 0.85 
> CONTINUED > > CONTINUED > 


1.800.463.9275 © newark.com elementiu 63 


DISCRETES @ Indicates RoHS Compliant | Find Datasheets Online 
POWER MOSFETS 


SINGLE N-CHANNEL MOSFETs 30V to 60V (CONT.) N CHANNEL POWER MOSFETs (CONT.) 
Tape Cut Price Each 
Mfg. Part No. Vds Id VGS(th) | Rds(on) Stock No. 1-24+ Mfg. Part No. Vds Id VGS(th) Rds(on) Stock No. 1-9+ 
SOT-223 SOT-223 
@ IRFLO14TRPBF 60V ] 27A | 2 0.2ohm@10V_ | 69W7151 0.59 @NTF3055L108716 | 6OV | 3A | 1.68V | 0.092chm@5V | 10P1660 0.89 
SOT-23 @NTF3055-100T1G | Gov | 3A 3V 0.088 ohm @10V | 10N9573 0.96 
@ S12300DS-T1-GE3 30V ] 36A | 600mV | 0.055chm@4.5V | 69w7184 0.43 SOT-23 
@ S12318DS-T1-GE3 4ov | 3A 3V 36 mohm @10V_ | 84R8029 0.55 @ NTR4501NT1G 20V | 32A | 1.2V | 80mohm@45V | 06R3476 0.44 
@ S12308DS-T1-GE3 ov | 2A 3V 125mohm@10V | 84R8024 a T0-220 
@ S12308BDS-T1-E3 sov | 23a | iV 0.13 ohm @10V_ | 69w7187 0.57 @ NTP6413ANG 100V | 42A 4V 25.6 mohm@ 10V | 63R4590 = 
SOT-323 @ NTP6412ANG 100V | 58A 4V 16.8 mohm@10V | 63R4589 1.53 
@ SI1330EDL-T1-E3 gov [240m] 2v [| tohm@tov | e9w7i74 0.28 @ NTP6410ANG 100V | 76A 4V 1 mohm@10V | 71R6722 2.15 
TO-220AB @ NDFOSN50ZG s00v | 5A | 4.5V 1.250hm@10V_ | 71R6685 Ea 
@ IRFZ14PBF 60V | 10A 2] 02chm@ tov | 63/7408 0.92 0-247 
T0-236 @ MTW32N20EG 200v | 32A 4V 75mohm@10V | 26K4667 = 
@ SI2304BDS-T1-GE3 30V ] 32A | 3V | 105mohm@20V | 16P3704 0.24 70-251 
© SI2306BDS-T1-GE3 30v | 4A 3V 65mohm @20V_ | 16P3706 0.32 @ NTD4813N-35G 3ov | 40d | 25V 13mohm@10V_ | 27M2724 aa 
@ SI2316BDS-T1-GE3 30v | 45a | 3av 80mohm@20V | 16P3710 0.33 TO-252 
© SI2308BDS-T1-GE3 ov | 23A | 3v 0.130hm@20V_ | 16P3708 0.57 @NTD20NO3L2774G | 20V | 20A | 1.6V 0.023 ohm@5V_ | 10N9715 0.82 
TO-252 @Ntottono2RT4G | 24v | 110A | 1.5V | 44mohm@10V | 10N9713 wi 
@ SUD5S0N04-8M8P-GE3 | 40V | 50A 3v 0.0069 ohm @ 20V_| 16P3890 1.18 @ NTD4863N-1G 25v | 86A | 2.5V 10.2mohm@10V | 75M5213 wa 
@ SUD23N06-31-GE3 6ov | 94a | av 45 mohm@20V_ | 16P3889 0.74 @ NTD4858N-1G 25v | 136A] 25V | 6.2mohm@10V | 75M5207 aa 
@ SUD23N06-31L-E3 ov | 23A 2v | 0.025chm@10V | 068438 = @ NTD14NO3RT4G av | 14a | 15V 95mohm@10V | 09R9638 0.24 
TO-263 @ NTD4855N-1G 25v | 177A] 25V | 4.3mohm@10V | 75M5198 wa 
@ SUM10NO6-3M9H-E3 | 60V ] 110A | 34V | 0.00325chm@ 10V | 69W7247 aa @ NTD4808N-1G 30v | 63A | 25V 8mohm@10V | 27M2745 wa 
TSOP @ NTD5802NT4G 4ov | 101A | 35V | 44mohm@10V | 13P5605 0.88 
@ S13424BDV-T1-GE3 30v | 7A 3V 23mohm@10V | 84R8033 = @NTD3055L170T4G | GOV | 9A 17V 153mohm@5V_ | 09R9641 am 
@ SI3458BDV-T1-GE3 ov | 32a | 3av 82mohm@10V_ | 84R8039 0.50 @N7D3055-150T4G | GOV | 9A 3V 150 mohm @10V | 140N9574 ca 
PIM_168148 @ NID6002NT4G 60V 1A 1.85V 210 mohm @ 10 V 09R9604 = 
@NTD3055L104T4G | Gov | 12A | 1.6V 0.089 0hm@5V | 26K5099 0.65 
SILICON CARBIDE (SiC) POWER MOSFETS AN @ NTD3055L104-1G 60V 12A 2v 104 mohm @ 5 V 4552116 = 
Features Ses @N7D3055-004T74G | Gov | 12 | 29V | 0.084chm@10V | 7107043 1.00 
@ N-Channel Enhancement Mode Wolf: Speed. @ NTD18NO6LT4G cov | 18a | 1.8V 54mohm@5V_ | 09R9639 0.72 
y sii ee nea Fos @ NTD20NO6LT4G 6ov | 20a | 1.6V 39mohm@5V_ | 10N9716 1.36 
© Low Capacitances Geena @ NTD20NO6T4G 6ov | 20a | 291V | 37.5mohm@10V | 09R9640 0.82 
© Easy to Parallel @ NTD24NO6LT4G 60V | 24A 1.7V 0.036 ohm @ 5 V 10N9717 0.99 
aid to Diive q @ NTD6414ANT4G 100V | 32A av 30 mohm @10V | 63R4580 om 
@ Higher System Efficiency : ss. @ NDDOSN50ZT4G soov | 4.7A | 4.5V 1.250hm@10V | 63R4558 a 
@ Reduced Cooling Requirements \ ‘ TO-263 
; proooieg et larlanre re eich . , @ NTB45NOBLTAG 6oV | 45A | 18V | 23mohm@5V | 40NQ7I1 = 
Applications . @ NTB45NO6T4G 6ov | 45 | 28V 26 mohm@10V_ | 40N9712 ay 
© Solar Inverters 7 eee DCIDC Converters @ NTB6413ANT4G toov | 420 av 25.6mohm@10V | 63R4576 1.20 
@ NTB35N15T4G 150V | 37A | 29V 50mohm@10V | 452088 a 
Price Each T0-3P 
Mfg. Part No. Packaging Id Vds Rds(on) | VGS(th) | Stock No. 1-49+ @ NDTLOIN15006 Tok | 25A W 8 ohm @ 10V 71X3629 Bas 
N Channel T0-3PF 
@comio001700 | 10-247-3 | 4.9A | 1.7kV | 0.950hm | 24V | 08Xxt011 = eae jen ee a rey RL) TE = 
@c2mo1601200 | 10-247-3 | 17.7A | 1.2kV | 0.160hm | 2.5V | 08X3830 = TSE 
@ CMF10120D T0-247-3 | 240 | 1.2kV | O.46ohm | 24V | 4678852 = eT a IN| Sik | Gav | Sno @45v ae 
@c2moogo1200 | 10-247-3 | 316A | 1.2kV | 0.080hm | 3.2V | 67W3046 = ary 
PIML2et @ NTLJS4114NTIG 30V | 7.8A | 550mV | 0.0203chm@4.5V | 10N9582 041 


@ NTTFS4824NTAG 30V_ | 20.6A 1.9V 3.7 mohm @ 10 V 08R4035 = 
N CHANNEL POWER MOSFETs RoHS ‘ PIM_116722 
Compliant ‘ = 
Available ON Semiconductor | 


N-CHANNEL TRENCH MOSFETs GeBirr ; 
ompliant 
Available 
TO-252 > 
* 
* 
> 
SOT-669 
Price Each s0t23 
Mfg. Part No. Vds Id VGS(th) Rds(on) Stock No. 1-9+ } ‘ 
7 Features ® Wide package range 
ChipFET © Low on-state resistance © Suitable for a wide range of applications 
@ NTHS5404T1G 20V | 5.2A | 600mV 25 mohm @ 4.5 V 98H0963 0.57 © Low figure of merit 
DFN Tape Cut 
@ NTMFS4897NFT1G 30V | 171A 2v 1.3 mohm @ 10 V 73R4092 = Mfg. Part No. Id Vds Rds(on) VGS(th) Stock No. 1-24+ 
@ NTMFS4833NT1G 30V | 191A 1.5V 0.0013 ohm @10V | O9R9666 = N Channel, SOIC 
@ NTMFS4833NT3G 30V | 191A 1.5V 2 mohm @ 10 V 09R9667 = @ PHK12NQ03LT,518 11.8A 30V 8.9mohm 2v 79R1989 = 
@ NTMFS5832NLT1G 40V | 20A 3V 0.0031 ohm @10V | 5278335 0.78 @ PHK5NQ157,518 5A 150V 56mohm 3V 79R1994 = 
SC-88 N Channel, SOT-223 
@ NTJS3157NT1G 20V 4A 400mV 60 mohm @ 4.5 V 10N9724 0.14 @ PHT4NQ10T,135 1.75A 100V 0.20hm 3V 79R1996 oe 
soc @ PHT6NQ10T,135 6.5A 100V 0.0570hm 3V 79R1997 = 
@ NTMFS4899NFT1G 30V | 75A 1.5V 5 mohm @ 10 V 78R7502 0.62 
> CONTINUED > > CONTINUED > 
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N-CHANNEL TRENCH MOSFETs (CONT.) 


STP SERIES N-CHANNEL MOSFETs (CONT.) 


POWER MOSFETS 


DISCRETES 


| Tape Cut Price Each 
Mfg. Part No. Id Vds Rds(on) VGS(th) | Stock No. 1-24+ Mfg. Part No. Vds Id VGS(th) Rds(on) Stock No. 1-9+ 
N Channel, SOT-23 TO-220 
@ BSH108,215 1.9A 30V__| _0.0770hm 1.5V 75R4688 = @ STP20NM60 600V | 204 290 mohm@30V | 31M9835 ay 
@ BSS123,215 150mA | 100V | _3.5ohm 2v 75R4699 = @ STP11NM60 650V | 11A 450 mohm@10V | 89K1608 2.93 
@ BST82,215 190mA | 100V 5ohm 2v 75R4704 = @ STP4NK80Z soov | 3A 3.75V 3ohm @ 10V 89K1622 as 
@ 2N7002,215 300mA | 60V 2.80hm 2v 75R4879 _ @ STP3NK90Z go0v | 3A 3.75V 4.1 ohm @ 10V 89K1619 oh 
@ 2N7002E,215 385mA | 60V | 780mohm 2V 75R4880 = @ STPONK90Z goov | 8A 3.75V 1.30hm@10V | 89K1638 = 
@ BSH114,215 850mA | 100V | 0.4ohm 3V 79R1830 aa TO-220FP 
N Channel, SOT-323 © STPGONFOGFP eov | 30A 0.014 ohm @10V | 57P2016 0.99 
@ BSS138PW,115 320mA | 60V | 900mohm 1.2 5674751 my @ STP12NMS0FP s50v | 124 350 mohm @30V | 28M8249 a 
N Channel, SOT-457 @STP1ONKs0ZFP | 800V | 9A 3.75V | 0.78ohm@t0V | 26M3664 4.42 
@ PMN45EN, 135 5.2A | 30V | 0.0320hm 1.5V___[_79R2039 = PIM_83793 
N Channel, SOT-669 
@ PSMN1R5-25YL,115 100A | 25V | 1.13mohm 17V 79R2061 a 
@ PSMN1R2-25YL,115 100A | 25V | 900y0hm LIV 79R2060 ae one *SIUGON RECTIFIER Gepiinoia ey 
wailable VISHAY. 
@ PSMN1R7-30YL,115 100A | 30V | 1.29mohm 11V 75R4850 = ° 
@ PSMN2R0-30YL,115 100A | 30V | 1.55mohm 11V 75R4852 = 
@ PSMN2R6-40YS, 115 100A | 40V 2mohm 3V 79R2063 em Former International 
@ PSMN4RO-40YS,115 100A | 40V | 3.2mohm 3V 79R2067 samy Rectifier Products 
‘@ PSMNO45-80YS, 115 248 80V | 37mohm 3V 2773606 am 
@ PSMNO18-80YS, 115 45A 80V | 15mohm 3V 2773602 wy 
‘@ PSMNO13-80YS, 115 60A 80V | 9.7mohm 3V 79R2056 a 
@ PSMN8R3-40YS, 115 70A 40V | 6.6mohm 3V 79R2072 = 
@ PSMN7RO-30YL,115 76A 30V. | 4.92mohm 11V 75R4853 = 
@ PSMN8R5-60YS, 115 76A 60v | 5.6mohm 3V 79R2073 aa 
@ PSMN7RO-60YS, 115 89A 60V | 4.95mohm 3V 2773312 a 
@ PSMN5R0-30YL,115 1A 30V_| 3.63mohm TV 79R2068 = 
N Channel, SOT-883 
@ PMZ390UN,315 178A | 30V | 0.390hm | 700mV | 75R4841 Ss VF Case Price Each 
N Channel, TO-220AB Mfg. Part No. If(AV) Max Style Vrrm Max Stock No. 1-9+ 
@ PSMN1R6-30PL,127 100A | 30V | 1.7mohm 1.V 70R7953 a @ VS-1N3879 6A 1.4V__|_DO-203AA 50V 07B3535 3.91 
@ PSMN2R0-30PL,127 100A | 30V | 2.1mohm 11V 70R7958 = © VS-1N3880 8A 14V__|_DO-203AA 100v 07B3537 5.29 
@ PSMN4R3-30PL,127 100A | 30V | 4.3mohm 1.V 70R7968 =e @ VS-1N3881 6A 1.4V__|_DO-203AA 200V 07B3539 7.83 
@ PSMN4R5-40PS, 127 100A | 40V | 4.6mohm 3V 70R7970 ae @ VS-1N3882 6A av | DO-203AA 300V 09F3527 3.99 
@ PSMN3RO-60PS,127 100A | 60V 3mohm 3V 70R7964 = @ VS-1N3883 6A 1.4V__|_DO-203AA 400V 07B3541 4.00 
@ PSMN5R6-100PS, 127 100A | 100V | 5.6mohm 3V 70R7973 ae © VS-6FL100S05 8A 14V__ | DO-203AA 1kV 07B4308 6.58 
@ PSMNO22-30PL,127 30A 30V 19mohm 1. 99R2970 a @ 8EWF10STR 8A 1.2V__|_T0-252AA 1kV 97B9129 _ 
@ PSMNO15-60PS, 127 50A 60V | 14.8mohm 3V 81R3077 = @ VS-10ETFO6PBF 10A 1.2V__|_T0-220AC 800V 30K5969 = 
@ PSMNO012-80PS, 127 T4A 80V 9mohm 3V 70R7930 = @ VS-10ETFO6SPBF 10A 1.2V TO-263 600V 58K7744 = 
@ PSMN8R0-40PS, 127 TTA 40V 7.6mohm 3V 70R7976 = @ VS-10ETF12FPPBF 10A 1.33V TO-220AC 1.2kV 30K5970 5 
@ PSMN7R6-60PS, 127 92A 60V 5.9mohm 3V 72R6297 aS @ VS-10ETF12PBF 10A 1.33V TO-220AC 1.2kV 30K5971 = 
N Channel, T0-236AB @ VS-1N3890 12A 14V_ | DO-203AA 100V 07B3545 4.93 
@ BSH103,215 850mA | 30V 0.4ohm 400mV 75R4687 om @ VS-1N3891 12A 1.4V__|_DO-203AA 200V 07B3547 5.76 
PIM 477766 @ VS-1N3892 12A 14V__ | DO-203AA 300V 07B3549 5.50 
- @ VS-12FL60S02 12A 1.4V DO-4 600V 07B3678 6.11 
@ VS-16FL80S05 16A 14V_ | DO-203AA 800V 07B3809 = 
eer ES CHANNEE MOOrE tS Osa { @ VS-16FL100S05 16A 1.4V DO-4 1kV 07B3802 8.61 
ST life.augmented @ VS-20ETF10SPBF 20A | 975mV | TO-263 1KV 194799 = 
PASE @ VS-20ETFO4PBF 20A 1.2V | TO-220AC 400V 19M4794 = 
Mfg, Part No. vas | 1d | vos(th) Rds(on) StockNo. | ar _@.VS-20ETFO2SPBF 20A 1.2V TO-263 200V 19M4790 = 
T0-220 @ VS-20ETFO4SPBF 20A 1.2V TO-263 400V 19M4795 =e 
@ STPAONFOSLo4 ) ov] 80A TV 100d ohm @10V | B9Ki631 = @ VS-20ETFO6PBF 20A 13V | TO-220AC 600V 30K6012 0.67 
a STPESNFSS sev 1 B0A a @ mohm @ 10V RORTEIT = 20ETFO2S 20A 1.3V TO-263 200V 07B3885 =e 
@ STP8ONF55-06 55V | 80A 3V 6.5mohm@10V | 89K1634 2.29 Svs 208 | ibereh ahh ty O26 SOV LIE = 
© STP16NFO6L eov | 416A 2.5V 70mohm@10V | 89K1616 1.23 OAS 20ETETZPBR el ee aS SOKBOIS om 
© STPIGNFO6 gov 146A iy 80 mohm@ 10V | 89K1645 = @ VS-20ETF12SPBF 20A | 1.31V T0-263 1.2kV 58K7814 a 
@STRRENED soy 130A ay 0.032 ohm @10V | 89K1624 = @ VS-20ETFO6FPPBF 20a | 1.67V | TO-220AC 600V 30K6011 a 
© STPASNFO6 soy 138A BV 28 mohm @ 10V | 89K1624 = @ VS-40EPFO6PBF 40a | 1.25V | TO-247AC 600V 30K6041 az 
© STPSENFOS eov 150A BV 0.015 ohm @ 10V | 89K1625 = @ VS-40EPF12PBF 40a | 1.25v | TO-247AC 1.2kV 30K6042 = 
© STPSSNFOSL eov 155A 1a 0.014 ohm @ 10 | 89K1626 = @ VS-40HFL40S02 40a | 1.95V | DO-203AB 400V 07B4195 9.76 
we SIPTENTS 76y 180A ay 010095 ohm @ 10V | 89K1628 = @ VS-40HFL100S05 40A | 1.95V | DO-203AB 1kKV 09F6973 | 42.80 
© STP140NF75 7v | 120A | 4V 75 mohm@10V | 37M6899 za @ VS-40HFL60S02 BOR | 198V D0-5 600V__|[poseera” |is6 
© STPAONF10 foov | 50A | av 0.025 ohm @10V | 89K1623 2.05 eho sve REEDS BOA | 1.3V_ | TO247AC |  6OOV | RBOKGibY = 
© STP120NF10 toov | 110A | 4v | 0.0090hm@i0v | s9K1e12 = @ VS-G0EPF12PBF BOA | 1A | TO27AC | 1.2kV [ROGIER = 
@crPiONeD ‘ov | 460A | Dav 32 mohm @ 20) -37M6946 = @ VS-70HFL40S05 70A | 1.85V | DO-203AB 400V 0784413 | 11.25 
@ SIPENKEOZ soy | 44a 1 375v 722 ohm @ 10V | 7345890 = @ VS-70HFL80S05 70A | 1.85V | DO-203AB 800V 0784415 | 13.19 
@ STPONK50Z 500v | 7.28 | 3.75V | O.72chm@t0V | 7305894 2.46 @ VS-70HFL60S02 TOA | 1.86V DO 600V OoF7319 | 12.69 
@stP20NMS0FD | 500V | 20A | 4V 0.22chm@10V | 57P1933 = @ VS-85HFL100805 BOA =| TETOV 2] SO 20888 tkv 07B4508_| 16.30 
@ STP12NM50 ssov | 12 | 4V 350 mohm @10V | 89K1609 2A @ VS-85HFL60S02 B5A | 1.75V DOs 6oov | O7B4513 | 14.12 
© SIP2UNMED Sov | 0A W 750 mohm @10V | 89Ktet7 = @ SD103N04S10PV 110A | 2.23V | DO-205AC 400V 07B2984 = 
© STP8NM60 60ov | 8A 4V 900 mohm @30V | 54M5578 a PIM_70772 
@ STP12NK60Z eoov | 10A | 3.75V 0.53 ohm @30V | 37M6891 a 
@ STP13NMG60N 60ov | 11A 3V 280 mohm @10V | 09R6075 2.92 
> CONTINUED > 
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DISCRETES 
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AXIAL LEAD RECTIFIERS Wy )=—SFASST-RECOVERY SINGLE DIODE MODULES (Conr.) 
VISHAY. VF Price Each 
a) a) Mfg. Part No. Vrrm Max If(AV) Max StockNo. | 1+ | 
fits Single 
Geptinpian CS240650 600V 50A 1.5V 06F3329 ee 
Features: © Sinterglass Axial 240610 600V 100A 1.5V 06F3328 29.49 
© Glass Passivated © Low Reverse Current CS241210 1.2kV 100A 1.5V 06F3330 = 
@ Hermetically Sealed Glass Envelope PIM. 4393 
Tape & 
VF Case Reel 
Mfg. Part No. If(AV) Max Style | VrrmMax | StockNo. | 4-24999+  SEMIPACK® THYRISTOR/DIODE MODULES SEM | KRO N 
@ BYT62-TR 350mA 4v SOD-57 2.4kV 18M1773 0.52 ———— 
@ BY269TR 800mA 1.25V SOD-57 1.6kV 3209490 0.18 innovation+ service 
@ BYV26B-TR 1A 2.5V SOD-57 400V 3209378 0.28 
@ BYV26C-TR 1A 2.5V SOD-57 600V 3209380 0.16 
@ BYV26D-TR 1A 2.5V SOD-57 800V 47M1742 0.59 
@ BYV26E-TR 1A 2.5V SOD-57 1kV 3209384 0.67 _ RoHS _ 
@ SF1600-TR 1A 3.4V SOD-57 1.6kV 65K1913 0.22 Gee einoint 
@ BYT54M-TR 1.25A 1.5V SOD-57 1kV 3209334 es 
@ BYT52G-TR 1.4A 1.3V SOD-57 400V 32€9302 0.25 
@ BYT52J-TR 14A 1.3V SOD-57 600V 3209304 0.26 
@ BYT52K-TR 1.44 1.3V SOD-57 800V 3209306 0.27 SKE ; : 
evisanre [aa [17 | sonar [wy | snomos [ara Ser crt Sl” ott got Ss fg ates Ono to 
@ BYV16-TR 1.5A 1.5V SOD-57 1kV 3209374 0.27 E). Applications: DC motor and temperature control, light dimming, and rectifiers for AC/AC converters and 
@ BYT53G-TR 1.9A 1.1V SOD-57 400V 32C9320 0.29 transistorized AC motor controllers. 
@ BYW52-TR 2A 1V SOD-57 200V 18M1781 0.29 Peak Non Price Each 
© BYW53-TR 2A 1V SOD-57 400V 18M1782 0.23 Gericke: | ieee Repettios rd a“ 
@ BYW54-TR 2A Vv SOD-57 800V 47M1743 0.31 RMS Current | Off-State Voltage Itsm Case 
@ 1N5061-TR 2A 1V SOD-57 600V 3303957 0.69 Mfg. Part No. IT(rms) Vdrm 50Hz Style | Stock No. 1-2+ 
@ BYW55-TR 2A 1V SOD-57 800V 3209442 0.24 @ SKKT162/16E 250A 1.6kV 5.4kA 7 Pins | 01H8025 79.04 
@ BYW56-TR 2A 1V SOD-57 AkV 47M1744 0.69 @ SKKT 27/16 E 50A 1.6kV 550A 7 Pins | 54H0009 = 
@ BYV27-050-TR 2A 1.07V SOD-57 50V 96K4325 0.36 @ SKKH27/16E 50A 1.6kV 550A 5 Pins | 8800714 42.66 
@ BYV27-100-TR 2A 1.07V SOD-57 100V 3209388 0.28 @ SKKH 122/16 E 195A 1.6kV 3.6kA 5 Pins | 91H1729 100.49 
@ BYV27-150-TR 2A 1.07V SOD-57 150V 32C9390 0.29 @ SKKT 122/16 E 195A 1.6kV 3.6kA 7 Pins | 91H1825 51.99 
@ BYV27-200-TR 2A 1.07V SOD-57 200V 32€9392 0.69 @ SKKH 106/16E 180A 1.6kV 2.25kA |5Pins | 63K6164 46.49 
@ BYV38-TR 2A 11V SOD-57 AkV 3209408 0.07 @ SKKH 250/16 E 420A 1.6kV 9kA 5 Pins | 63K6165 383.59 
@ BYW36-TR 2A 1.1V SOD-64 600V 3209434 0.69 @ SKKH 57/16 E 95A 1.6kV 1.5kA 5 Pins | 63K6166 29.10 
@ 1N5059-TR 2A 1.15V SOD-57 200V 33C2820 0.65 @ SKKT 250/16E 420A 1.6kV 9kA 7Pins | 63K6168 291.43 
@ 1N5062-TR 2A 1.15V SOD-57 800V 33C2826 0.27 @ SKKH 162/16 E 250A 1.6kV 5.4kA 5 Pins | 64K2277 83.52 
@ BYV27-600-TR 2A 1.35V SOD-57 600V 3209394 0.32 @ SKKH 42/16E 75A 1.6kV 1kA 5 Pins | 64K3171 42.59 
@ BY448-TR 2A 1.6V SOD-57 1.5kV 3209492 0.38 @ SKKT 132/16E 220A 1.6kV 4.7kA 7Pins | 67K0921 80.68 
@ BYM36E-TR 2.9A 1.78V SOD-64 1kV 3209207 0.43 @ SKKH 92/16E 150A 1.6kV 2kA 88K1987 | 41.02 
@ BYW82-TR 3A 1V SOD-64 200V 3209456 0.41 @ SKKT 57/16 E 95A 1.6kV 1.5kA 7 Pins | 88K1989 39.33 
@ BYW83-TR 3A 1V SOD-64 400V 3209458 0.42 @ SKKH 330/16 E 510A 1.6kV 9.5kA 5 Pins | 88K1174 235.82 
@ BYW84-TR 3A 1V SOD-64 600V 3209460 0.43 @ SKKH 72/16E 125A 1.6kV 1.6kA 5 Pins | 88K1177 31.01 
@ BYW86-TR 3A 1V SOD-64 1kV 3209464 1.32 @ SKKT 20/16 E 40A 1.6kV 320A 7Pins | 88K1178 = 
@ BYW72-TR 3A 1A1V SOD-64 200V 3209446 0.41 @ SKKT 330/16 E 510A 1.6kV 9.5kA 7Pins | 88K1179 246.28 
@ BYT78-TR 3A 1.2V SOD-64 1kV 47M1741 0.93 @ SKET 400/16E 700A 1.6kV 14kA 4Pins | 88K1985 | 407.32 
@ BYT56J-TR 3A 14V SOD-64 600V 32€9344 0.42 @ SKKT 42/16E 75A 1.6kV 1kA 7Pins | 88K1988 41.51 
@ BYT56M-TR 3A 14V SOD-64 1kV 3209348 0.68 @ SKKT 92/16E 150A 1.6kV 2kA 83F4930 38.72 
@ SF5408-TR 3A 1.7V SOD-64 1kV 3301044 0.66 @ SKKT 106/16E 180A 1.6kV 2.25kKA 83F4932 42.76 
@ BYW178-TR 3A 1.9V SOD-64 800V 18M1777 0.92 PIM_28580 
@ BYV28-100-TR 3.5A 11V SOD-64 100V 3209398 0.50 
@ BYV28-150-TR 3.5A 11V SOD-64 150V 32€9400 1.32 PHASE CONTROL SCR THYRISTORS Sibi Wy 
@ BYV28-600-TR 3.54 1.35V SOD-64 600V 32¢9404 1a Available. ~WISHAY. 
@ BYV98-100-TR 4A 1.1V SOD-64 100V 3209412 0.45 
@ BYV98-200-TR 4A 11V SOD-64 200V 18M1776 4.29 
PIM_70539 


FAST-RECOVERY SINGLE DIODE MODULES 


Features: 

@ Isolated Mounting 

@ Planar Chips 

@ UL Recognized 
Applications: 

© Inverters 

© Choppers 

© Switching Power Supplies 
@ Free Wheeling 

Powerex Fast Recovery Single Diode Modules are designed for use in applications requiring fast switching. 
The modules are isolated for easy mounting with other components on common heatsinks. POW-R-BLOK™ has 
been tested and recognized by Underwriters Laboratories. 

TRR=0.8 ps 


HOOWEREX 


> CONTINUED > 
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*SafelR™ series phase-control SCRs are designed to increase safety margins. Input function allows for final 
product design to meet demanding environmental standards. RIA in type number indicates medium power 
thyristors. 
Price Each 
Mfg. Part No. Vgt Max Igt Max IT(rms) | Case Style | Stock No. [19+ 
@ VS-10TTSO8SPBF 1V 15mA 10A TO-263 74K2905 — 
@ VS-70TPS12PBF 1.5V 100mA 75A TO-247 30K6069 5.88 
@ VS-70TPS16PBF 1.5V 100mA 75A TO-247 31K5941 _ 
@ VS-2N691 2v 40mA 25A TO-48 08H0841 10.57 
@ VS-2N692 2v 40mA 25A TO-48 09F6589 13.68 
@ VS-2N688 2v 40mA 25A TO-48 09F6577 10.24 
@ VS-2N682 2v 40mA 25A TO-48 08H0840 9.02 
@ VS-2N5207 2v 40mA 35A TO-48 09F5960 21.30 
@ VS-2N5205 2v 40mA 35A TO-48 09F5956 11.36 
@ VS-2N5206 2v 40mA 35A TO-48 09F5958 13.29 
> CONTINUED > 
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DISCRETES 


THYRISTORS/DIODES MODULES 


PHASE CONTROL SCR THYRISTORS (CONT.) PHASE CONTROL SCR THYRISTORS (CONT.) 
Price Each Price Each 
Mfg. Part No. Vgt Max Igt Max IT(rms) | Case Style | Stock No. 1-9+ Mfg. Part No. Vgt Max Igt Max IT(rms) | Case Style | Stock No. 1-9+ 
@ VS-25TTS12FPPBF 2v 45mA 25A TO-220AB | 30K6021 = VS-ST1200C16K0 3V 200mA | 3.08kA | TO-200AC | 07B3298 | 386.56 
@ VS-25TTS12PBF 2v 45mA 25 TO-220AB | 30K6022 ae @ VS-ST1200C20KOP 3V 200mA | 3.08kA Module 55M0988 a 
@ VS-25TTSO8FPPBF 2v 45mA 25A TO-220AB | 19M4812 a @ VS-ST083S12PFKO 3V 200mA 135A T0-94 0783279 | 106.32 
@ VS-25TTSO8SPBF 2v 45mA 25A 0-263 194814 os @ VS-ST173S12PFPO 3V 200mA | 275A T0-93 0783310 | 131.18 
@ VS-25TTS12SPBF 2v 45mA 25A 0-263 19M4815 = VS-ST183S08PFLO 3V 200mA | 306A T0-93 07B3326 | 106.26 
@ VS-25TTS16SPBF 2v 45mA 25A 0-263 28M7947 = VS-ST300S12P0 3V 200mA | 470A TO-118 07B3378 | 472.50 
@ VS-30TPS12PBF 2v 45mA 30A TO-247AC | 30K6027 = VS-ST330S12P0 3V 200mA | 520A TO-118 48F7112 | 206.02 
@ VS-16TTSO8PBF 2v 60mA 16A TO-220AB | 19M4771 ae VS-ST330S14P0 3V 200mA | 520A TO-118 08F8257 | 187.48 
@ VS-16TTSO8SPBF 2v 60mA 16A 0-263 19M4772 we VS-ST330S16P0 3V 200mA | 520A TO-118 08F8258 | 193.20 
@ VS-10RIA120 2v 60mA 25 0-48 09F5023 16.20 @ VS-ST173C12CFKO 3V 200mA | 610A | TO-200AB | 07B3305 73.18 
@ VS-22RIA20 ov 60mA 35A 0-48 09F6653 10.23 @ VS-ST183CO8CFNO 3V 200mA | 690A | TO-200AB | 07B3323 82.73 
@ VS-22RIA80 2v 60mA 35A T0-48 OOF 6656 11.82 @ VS-ST303C10LFJO 3V 200mA | 995A | TO-200AC | 07B3391 | 207.41 
@ VS-16RIA100 2v 60mA 36A TO-48 09F5228 15.20 PIM_70789 
@ VS-16RIA120 2v 60mA 35A 0-48 09F5229 16.84 SS ee 
@ VS-22RIA120 2V 60mA 35A TO-48 O9F6652 16.90 SCRs AND TRIACs RoHS ® 
@ VS-16RIA60 2V 60mA 356A T0-48 09F5232 6.75 Soper NTE 
@ VS-22RIAG0 2v 60mA 35A 0-48 O9F6655 13.16 ELECTRONICS, INC. 
@ VS-16RIA80 2 60mA 35A 0-48 09F5233 11.87 
@ VS-25RIA120 2v 60mA 40A T0-48 09F6660 16.78 
@ VS-25RIA100 2v 60mA 40A TO-48 09F6658 13.28 
@ VS-25RIA10 2v 60mA 40A 0-48 32H2603 8.04 
@ VS-110RKI40 2 120mA 172A 0-94 09F5071 44.81 
VS-110RKI120 2 120mA 172A 0-94 09F5069 52.53 
@ VS-50RIA100 2.5V 100mA 80A 10-65 09F7086 17.53 
@ VS-50RIA10 2.5V 100mA 80A 0-65 09F7085 11.88 
@ VS-50RIA20 2.5V 100mA 80A 0-65 09F7088 = 
@ VS-50RIA60 2.5V 100mA 80A TO-65 09F7090 19.00 The NTE5442 thru NTE5448 are silicon controlled rectifiers (SCR’s) in a T0127 type package designed for 
© VS-5ORIAAO Zev | Tooma [808 | 10-65 | O@RPOB |) sr swtcing applications in giton and staring systems, votlage regulators, vending machines, and imp 
VS-80RIA80 2.5V 120mA 125A 0-94 09F7451 35.82 drivers, 
VS-80RIA120 25V 420mA 425A 0-94 09F7447 40.28 The NTES550 thru NTE5558 SCR's are designed primarily for half-wave AC control applications, such as motor 
@ VS-40TPS12APBF 25V_| 150mA | S55A__| TO-247AC [BRaOGDES a OTE eee WES & ea Penn Rectifier (SCR)80 Amp (IT(RMS)), TOS 
@ VS-40TPSOBAPBF 2.5V 150mA 55A TO-247AC | 19M4835 = (TO208AC) 
@ VS-40TPSO8PBF 25V 150mA 55A TO-247AC 55M2238 = NTE5580 thru NTES585 Silicon Controlled Rectifier (SCR) 275 Amp, TO93 : 
evsaorestzper | 25V_[ te0mA [6A | TO2A7AC | 19M4896 [= tven drecty with IC and MOS devices, These severse-blockng lode thyristoe may beswtched fom off 
VS-180RKI100 2.5V 150mA 285A TO-93 07B3846 72.76 state to conduction by a current pulse applied to the gate terminal. They are de-signed for control applications in 
VS-180RKI40 25V 450mA 285A 0-93 07B3847 58.24 lighting, heating, cooling, and static switching relays. 
@ VS-180RKI40PBF 2.5V 150mA | 285A 0-93 55M1451 48.53 Price Each 
@ VS-ST280CHO6CO 3V 150mA | 1.13kKA | TO-200AB | 07B3360 70.97 Mfg. PartNo. | VgtMax | IgtMax | IT(rms) | Case Style | StockNo. | 1-49+ 
VS-ST110S16P0 3V 450mA 475A TO-94 07B3295 108.08 @ NTE5448 1.5V 30mA 8A TO-127 9705573 = 
VS-ST110S12POV 3V 150mA | 175A 0-94 97B8689 | 78.83 @ NTES554 1.5V 40mA 25A T0-220 3104835 a 
VS-ST180812P0V 3V 150mA | 314A 0-93 88F1650 | 414.20 @ NTES556 1.5V 40mA 25A 0-220 47M2258 = 
VS-ST180S08POV 3V 150mA | 314A T0-93 07B3317 | 104.04 @ NTESS68 2.5V 50mA 80A 0-65 30€8994 = 
VS-ST180S20P0 3V 150mA | 314A T0-93 98F8316 | 143.28 @ NTE5569 2.5V 50mA 80A T0-65 06M7459 zs 
VS-8T230S14P0 3V 150mA | 360A 0-93 07B3352 = NTES529 3V 40mA 25A T0-48 3104817 _ 
VS-ST230S16P0 3V 150mA 360A 0-93 08F8245 99.50 @ NTE5584 3V 150mA 275A TO-93 3104858 as 
VS-ST230S08P0V 3V 150mA | 360A 0-93 08F8242 | 93.93 @ NTES589 Vv 150mA SSOA TO-118 3104863 = 
VS-ST230S12P0V av 150mA | 360A 0-93 08F8244 | 141.09 @ NTES591 Vv 150mA 780A TO-200AB__| 3104866 = 
@ VS-ST280S04P0V 3V 150mA 440A 0-93 07B3363 99.94 @ NTES455 800mV 200HA 4A 70-202 2904688 = 
@ VS-ST280S06POV 3V 150mA | 440A 0-93 08F8248 | 400.03 PIM_70307 
@ VS-ST180C12C0 3v 150mA | 660A | TO-200AB | 07B3312 69.93 
@ VS-ST180C20C0 3V 150mA | 660A 0-200AB | 07B3315 | 129.76 SILICON CONTROLLED Sapir ra y 
@ VS-ST180C08C0 3V 150mA | 660A 0-200AB | 08F8226 60.90 RECTIFIERS (SCRs) Available ON Semiconductor @ 
@ VS-ST230C16C0 3V 150mA 780A TO-200AB 08F8237 80.13 Designed for temperature, light and speed control 
@ VS-ST230C14C0 3V 150mA | 780A 0-200AB | 08F8236 67.93 applications as well as half-wave AC control 
applications including relay and lamp drivers, small motor 
@ VS-ST230C12C0 3V 150mA 780A 0-200AB 08F8235 62.70 controls, gate drivers for larger thyristors, and sensing and 
@ VS-ST303C10CFKO 3V 200mA | 1.18kA | TO-200AB | 07B3390 | 123.60 detection circuits. 
@ VS-ST303C12CFKO 3V 200mA | 1.18kA | TO-200AB | 07B3394 | 129.76 
@ VS-ST300C12C0 3V 200mA | 1.29kKA 0-200AB | 07B3368 | 102.20 
@ VS-ST300C18C0 3V 200mA | 1.29kA 0-200AB | 07B3372 | 135.56 
@ VS-ST330C12C0 3V 200mA | 1.42kA | TO-200AB | 07B3414 93.76 
@ VS-ST330C16C0 3V 200mA | 1.42kA | TO-200AB | 08F8251 | 115.72 Tape Cut 
@ VS-ST330C14C0 3V 200mA_|_1.42kA 0-200AB | 08F8250 117.05 Mfg. Part No. Vgt Max Igt Max IT(rms) | Case Style | Stock No. 1-9+ 
@ VS-ST333C08CFLO 3V 200mA 1.435kA (0-200AB 07B3422 92.87 @ MCR8DCMT4G WV 15mA 8A T0-252 1131347 7 
© VS-ST700C18L0 3V 200mA_|_1.857kKA | TO-200AC_| 07B3434 | 155.10 @ MCR12NG tv 20mA 12A TO-220AB | 26K3698 = 
@ VS-ST700C16L0 3V 200mA_|_1.857kKA | TO-200AC | 3401612 | 143.46 @ 2N6397G 1.5V 30mA 12A T0-220AB | 26K5321 = 
@ VS-ST700C12L0 3V 200mA_| 1.857kA | TO-200AC | 08F8264 | 134.64 @ 2N6394G 1.5V 30mA 12A TO-220AB 45J2505 0.19 
@ VS-ST380C06CO BV 200mA | 1.9kA | 10-200AB | 0783433 | 99.33 “emcres2c. | 15v. | 30mA | 124 | 10-220AB | 71J5364 | 041 
@ VS-ST730C16L0 3V 200mA 2kA TO-200AC_| 07B3439 | 145.70 @ 2N6397TG 1.5V 30mA 12A TO-220AB | 42K3178 = 
@ VS-ST730C12L0 3V 200mA 2kA 0-200AC | 07B3437 | 139.92 @ 2N6403G 1.5V 30mA 16A TO-220AB | 26K5322 = 
@ VS-ST730C14L0 3V 200mA 2kA 0-200AC_| 07B3438 | 145.20 @ 2N6401G 1.5V 30mA 16A TO-220AB | 7241872 a 
@ VS-ST380CHO6CO 3V 200mA | 2.22kA | TO-200AB | 07B3431 | 103.87 @ 2N64006 Tv 30mA T6A T0.220AB | 42K3179 = 
@ VS-ST780C04L0 3V 200mA | 2.7kA 0-200AC | 07B3445 | 138.03 @ 2N6404G 1.5V 30mA 16A TO-220AB | 42K3181 a 
> CONTINUED > > CONTINUED > 
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SILICON CONTROLLED RECTIFIERS (SCRs) (CONT.) 1.5KE SERIES 1500W UNIDIRECTIONAL TVS DIODES (CONT.) 
atepelculel ppt Peak Pulse Power Dissipation ; es Neniead is bilit 
Mfg. Part No. Vat Max Igt Max IT(rms) Case Style Stock No. 3s @ DO-201 Package e Lew inererictiel ange. ean 
@ 2N6405G 1.5V 30mA 16A TO-220AB 42K3182 ae : ath 
@ 2N6507G 1.5V 30mA 25A TO-220AB 26K5327 = ‘ase Vclamp Breakdown HELL 
@ MCR69-3G 15V 30mA 25A TO-220AB | 4500826 = ae Style_| Vrwm | Max. | Ppp | Voltage |RSISCKING aI: 
. ee — — — a —— = @1.5KE6.8CA | DO-201-2 | 5.8V | 10.5v | 1.5kW | 6.45V-7.14V | 48F5833 0.34 
@1.5KE7.5CA | DO-201-2 | 64v | 11.3V | 1.5kW | 7.13V-7.88V | 48F5834 0.34 
. Tae _- - - 7 - — —- —- = @ 1.5KE10CA DO-201-2 | 8.55V | 14.5v | 1.5kW | 9.5V-10.5V | 17H2565 0.34 
@15KE15CA | DO-201-2 | 128v | 2t.2v | 1.5kw | 14.3V-15.8V | 48F5839 0.30 
Re ETO @1.5KE18CA | DO-201-2 | 15.3V | 25.2v | 1.5kw | 17.1V-18.9V | 48F5841 0.62 
@15KE24CA | DO-201-2 | 205v | 33.2V | 1.5kw | 22.8v-25.2V | 48F5843 0.62 
FIM 298 @15KE27CA | DO-201-2 | 23.1v | 37.5v | 1.5kw | 25.7v-28.4V | 06R2070 0.34 
gee ae eae @15KE30CA | DO-201-2 | 256v | 41.4v | 1.5kw | 28.5v-31.5V | 08R0810 0.26 
LOW CAPACITANCE TRANSIENT VOLTAGE | @ 15KE33CA | D0-201-2 | 28.2v | 45.7v | 15K | 31.4v-34.7v | 17H2641 0.53 
PROTECTION 7| @15KE36CA | DO-201-2 | 30av | 499v | 15K | 34.2v-a7ev | 17H2649 0.30 
SEMTECH @ 1.5KE39CA | DO-201-2 | 33.3v | 53.9V | 1.5kW | 37.1V-41V | 17H2653 0.62 
Gop einaian @ 1.5KE43CA | DO-201-2 | 36.8V | 59.3V | 1.5kW | 40.9V-45.2v | 17H2660 0.34 
Available @ 1.5KE47CA po-201-2 | 40.2v | 64.8v | 1.5kW | 44.7v-49.4V | 17H2667 = 
@1.5KE51CA | DO-201-2 | 43.6v | 70.1v | 1.5kW | 48.5v-53.6V | 17H2674 0.62 
@1.5KE56CA | DO-201-2 | 47.8V | 77V | 1.5kw | 53.2V-58.8V | 06R2100 0.62 
@15KE62CA | DO-201-2 | 53V 86v | 1.5kW | 58.9V-65.1V | 06R2103 0.30 
@15KE68CA | DO-201-2 | 581v | g2v | 1.5Kw | 64.6v-71.4v | 06R2105 0.33 
Vclamp Junction Case Tape Cut @15KE75CA | DO-201-2 | 64.1v | 103v | 1.5kw | 71.3V-78.8V | 06R2109 = 
Mfg. Part No. Max. Pd__| Capacitance Style Stock No. 1-9+ @ 1.5KE82CA DO-201-2 | 70.1V | 113V | 1.5kW | 77.9V-86.1V | 17H2695 0.34 
@SR2.8.1CT 8.5V__| 200W 10pF SOT-143 | 37K8475 1.03 @15KE150CA | DO-201-2 | 128v | 207V | 1.5kw | 143v-158v | 48F5852 0.50 
@ SLOS.TCT t1V__| 300W SpF SOT-23 | 19K6128 _ @15KE180CA | DO-201-2 | 154v | 246v | t.5kw | 171v-180V | 48F5855 0.47 
@SR3.3.1CT 15V__|_150W 10pF SOT-143 | 37K8476 2.28 @15KE200CA | DO-201-2 | 171V | 274v | 1.5kw | 190V-210V | o8RO809 0.65 
@ SLVU2.8.TCT 15v | 400w 10pF S0T-23 | 37K8424 1.61 @ 1.5KE220cA | DO-201-2 | 185V | 328v | 1.5kWw | 209V-231V | 06R2065 0.65 
@ SLVU2.8-4.TBT 15V__|_400W 8pF Solc 37K8425 1.40 @ 1.5KE250CA | DO-201-2 | 214v | 344v | 1.5kw | 237V-263V | 48F5858 0.25 
@ SRDA3.3-4.TBT 15V__|_500W 15pF SOIC 37K8471 = @ 1.5KE300CA | DO-201-2 | 256ev | 414v | 1.5kw | 285v-315V | 48F5859 0.68 
@ SRDA3.3-6.TBT 15V__| 500W 15pF SOIC 37K8472 227 @ 1.5KE350CA | DO-201-2 | 300V | 482V | 1.5kW | 332V-368V | 17H2645 0.68 
@ SLVU2.8-8.TBT 17V__| 600W 8pF SOIC 37K8426 3.53 @ 1.5KE400CA | DO-201-2 | 342v | S4av | 1.5kw | 380V-420V | 72K7354 0.68 
@RCLAMPOSO4N.TCT | 17.5V_ | 300W SpF SLP2020P6 | 79R2292 0.82 @ 1.5KE440CA | DO-201-2 | 37ev | Go2v | 1.5kw | 418V-462V | 17H2663 0.85 
@ RCLAMP0514M.TBT 20V__|_125W 3pF MSOP 79R2293 1.14 @15KE510CA | DO-201-2 | 434V | 698V | 1.5kW | 485V-535V | 06R2092 0.28 
SRO5.TC 2ov | 500w 10pF SOT-143 | 56/9088 ss Unidirectional 
@ SRO5.TCT 2ov | 500w 10pF $OT-143 | 30K7323 1.98 @ 1.5KE6.8A po-201-2 | 58v | 10.5v | 1.5kwW | 6.45v-7.14V | 48F5832 0.53 
@ RCLAMP0504M. TBT 25V__| 300W 5pF MSOP 56/9021 Lip @ 1.5KE7.5A po-201-2 | 64v | 11.3V | 1.5kW | 7.13V-7.88V | 06R2106 0.33 
PIM_83746 @ 1.5KE10A po-201-2 | es5v | 145v | 15kw | 95v-105v | 06R2049 0.33 
@ 1.5KE15A po-201-2 | 128v | 21.2v | 1.5kw | 14.3v-15.8v | 72K7352 0.30 
HIGH CAPACITANCE TRANSIENT Seite “ K | @ 1.5KE20A po-201-2 | 17.1v | 27.7v | 1.5kw | t9v-21v. | 17H2611 0.37 
VOLTAGE PROTECTION Available PA @ 1.5KE24A po-201-2 | 20.5v | 33.2v | 1.5kW | 22.8V-25.2v | 06R2066 0.28 
SEMTECH @ 1.5KE27A DO-201-2 | 23.1V | 37.5V | 1.5kW | 25.7V-28.4V | 06R2069 0.66 
@ 1.5KE30A po-201-2 | 25.6v | 41.4v | 1.5kw | 28.5v-31.5v | 06R2071 0.53 
= @ 1.5KE36A po-201-2 | 30.8Vv | 49.9V | 1.5kw | 34.2v-37.8v | 17H2647 0.66 
@ 1.5KE39A po-201-2 | 33.3v | 539v | 15kw | 37.1v-4iv | 17H2651 0.66 
@ 1.5KE43A po-201-2 | 36.8v | 59.3V | 15kw | 409V-45.2v | 17H2658 = 
= = @ 1.5KE56A po-201-2 | 47.8v | 77v | 1.5kw | 53.2V-58.8V | 06R2099 aE 
~ @ 1.5KE62A DO-201-2 | 53V ov | 1.5kw | 58.9V-65.1V | 06R2102 0.66 
Gass Velamp ee Tape Cut @ 1.5KE100A po-201-2 | 95.5v | 137V | 1.5kw | 95v-105v | 47H2567 0.33 
Mfg. Part No. Style Vrwm Max. Ppp Voltage Stock No. 41-24+ @ 1.5KE200A DO-201-2 | 171V 274V 1.5kW 190V-210V 48F5856 0.66 
Bidirectional @ 1.5KE300A po-201-2 | 256v | 414v | 1.5kw | 285v-315V | 17H2637 0.28 
@SMDAOSC.TBT | SOIC-8 5V tiv | 300w 6v 37K8432 231 @ 1.5KE350A po-201-2 | 300v | 482V | 1.5kw | 332v-368v | 06R2074 0.88 
esmpaisc.teT | soic-s | 15v | 30v_ | 300w 16.7V 37K8443 3.95 @ 1.5KE400A po-201-2 | 342v | s548v | 1.5kw | 380v-420v | o06R2080 0.43 
e@smpaz4c.teT | soic-s | 24v | 55v | 300w|] 267V 58K9957 231 @ 1.5KE440A po-201-2 | 376v | 602v | 1.5kw | 418Vv-462v | 06R2083 0.25 
@ SMO5.TCT sor-23-3 | 5v | 98v | 300w 6V 37K8462 0.58 PIM_147856 
@ SM12.TCT soT-23-3 | 12v | 19v | 300w 13.3V 37K8463 0.56 
@ SM712.TCT 07-233 | 12v | 26v | 400w 13.3V 569077 1.02 ESD PROTECTECTION DIODES . 7 
SDC15.TC SOT-23-3 | 128V] 21.2v | 300w | 14.3V-16.4v | 6348554 zs wid Littelfuse 
@ SM15.TCT SOT-23-3 16V 24V 300W 16.7V 37K8464 0.58 ey Expertise Applied | Answers Delivered 
Unidirectional } = RoHS 
@ SMFO5.TCT SC-70-5 5v | 12.5V | 200w 6v 58K9959 0.39 Bix, Bey, Geptinpiat 
@ SD05.TCT SoD-323-2 | 5v | 14.5V | 350W 6V 58K9950 0.69 
@ SD12.1CT SOD-323-2 | 12v | 25v | 350W 13.3V 58K9951 0.25 Sey ey 
@ SMDA0S5.TBT SOIC-8 5V tiv | 300w 6V 37K8430 1.92 Bey, 
@ SMDA12.TBT soic-s | 12v | 24v | 300w 13.3V 37K8437 1.94 22 ). 
esmpaAizc.teT | soic-s | 12v | 24v | 300w 13.3V 37K8438 2.63 iy 
PIM_83747 
SS a me UDFN 
1.5KE SERIES 1500W UNIDIRECTIONAL TVS 2 ° 
DIODES Pid Littelfuse 
Expertise Applied | Answers Delivered 
—e Oat i 
- Compliant 
Available 
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DISCRETES 


TRANSIENT VOLTAGE SUPPRESSION DIODES 


ESD PROTECTECTION DIODES (CONT.) 1SMx 400W TRANSIENT VOLTAGE SUPPRESSORS (CONT.) 
Case Velamp Breakdown Tape Cut 


SP 3003 -0x XXX T G Mfg. Part No. Style Vrwm | Max. Ppp Voltage Stock No. 1-9+ 
(05) Unidirectional 


TVS Diode Arra i H = = 
(SPA® Diodes) Ser | etic | AS Meee ee t000 | eee Ree Oe lode] —@tsmctaas [Do2t4aB2 [rev [ 20av | tnw | 20v-22.1v | 1oNa68t = 
02=2ch quantity Geicresn @ 1SMC24AT3G | DO-214aB-2 | 24v | 38.9V | 1.5kw | 26.7v-29.5V | 7449237 as 
04=4ch | J=SC70-5/SC70-6, @ isMmc26aT3G | DO-214aB-2 | 26v | 42.1V | 1.5kw | 28.9V-31.9V | 26K5270 ay 
oooh ee @ ismc2saT3¢ | 00-214AB-2 | 2ev | 45av | 15Kw | 37.1v-34av | 42K3t16 = 
$0T563, @ 1SMC33AT3G | DO-214aB-2 | 33v | 53.3V | 1.5kw | 36.7V-40.6V | 88H5167 = 
5000 quantity @ 1SMC36AT3G | DO-214AB-2 | 36V | 58.1V | 1.5kW | 40V-44.2V | 42K3118 aa 
ua @ ismcs4aT3G | DO-214aB-2 | 54v | 87.4V | 1.5Kw | 6ov-66.3V | 42K3119 74 
BAA = MSOP-8 @ 1SMC58AT3G | DO-214aB-2 | 58v | 93.6v | 1.5kW | 64.4v-71.2V | 10NQ682 a 
BAH = SOT23-3, 5, 6 @ 1SMA5.0AT3G | DO-214AC-2 | 5V g2v | 40ow | 6.4V-7V | 98H1010 ay 
BAUESCIOS 5:6 @ isma6.oatsc | DO-214aCc-2| ev | 103v | 4oow | 667v-7.37v | 10NQ654 ee 
Vclamp Case Tape Cut @ 1SMA12AT3G | DO-214AC-2 | 12v | 199Vv | 4oow | 13.3v-14.7v | 10N9649 a 
Mfg. Part No. Max. Pd Style Stock No. 1-24+ @ 1SMA15AT3G | DO-214AC-2 | 15V | 24.4V | 400W | 16.7V-18.5V | 10N9654 a 
@ SP0524PUTG Nv 20w UDFN 53W3288 = @ 1SMA33AT3G | DO-214AC-2 | 33v | 53.3V | 400W | 36.7v-40.6V | 265247 ED 
@ SPOS04BAJTG 8v 200mW SC-70 92K8962 0.61 @ 1SMA36AT3G | DO-214AC-2 | 36V | 58.1V | 400W | 40V-44.2V | 10N9653 wy 
@ SPO505BAJTG 8V 200mW SC-70 92K8964 0.50 PIM_ 169710 
@ SP0503BAHTG 8V 225mW SOT-143 92K8959 0.85 EET _HsEHEH#H#=oE_Ssse___ 
@ SP0504BAHTG 8V 225mW SOT-23 92K8961 0.88 SMBJ SERIES 600W UNIDIRECTIONAL ws BOUR: 7 
© SPO505BAHTG 8V 225mW SOT-23 92K8963 a Compliant NS 
TRANSIENT VOLTAGE SUPPRESSION Available 
@ SPO506BAATG 8V 500mW MSOP 92K8965 = DIODES 
@ SP2504NUTG 115V 300W UDFN 53W3292 0.89 
@ SP3304NUTG 11.5V 300W UDFN 53W3294 wy 
© SP3010-04UTG 12.3V 18W UDFN 72R4431 0.46 
@ SP3003-02JTG 15V 12.5W SC-70 3171604 0.29 
@ SRVO5-4HTG 15V 150W SOT-23 53W3296 0.71 
@ SLVU2.8-4BTG 15V 600W SOIC 53W3283 a 
@ SLVU2.8HTG 15V 600W SOT-23 53W3284 0.66 
@ SR05-02CTG 18V 450W SOT-143 04x5215 0.40 
@ SP2502LBTG 30V 2.1kW SOIC 53W3290 157 
PIM_211438 
ee Case Vclamp Breakdown Tape Cut 
4SMx 400W TRANSIENT VOLTAGE Mfg. Part No. Style Vrwm Max. Ppp Voltage Stock No. 1-24+ 
SUPPRESSORS ON Semiconductor f Bidirectional 
Features: @ @SMBU5.0CA | DO-214AA-2 | 5V 9.2v | e0ow | 6.4v-7.25v | 67R1666 0.07 
@ All Parts supplied in exclusive, cost-effective, highly reliable surface ane @ SMBJ6.0CA | DO-214AA-2 6V 10.3V | 600W | 6.67V-7.67V | 67R1675 0.18 
. Lovaas seer Hea Gepiinpian @SMBUJ6.5CA | DO-214AA-2 | 6.5V | 11.2V | 6OOW | 7.22V-8.3V | 67R1677 0.17 
© Low Leakage <5 AAbove 10V @SMBu7.0CA | DO-214AA-2 | 7V t2v__| 6oow | 7.78v-8.95V | 67R1683 0.16 
Tease | |voump| | Breakdown [CEI @smBJ7.5cA | DO-214AA-2 | 7.5v | 129v | 6oow | 833V-9.58v | 67R1685 0.07 
Mfg. Part No. style | Vrwm| Max. | Ppp | Voltage | StockNo.| 49+ _©SMBJ8.5CA_| DO-214AA-2 | asv | 144V | G0OW | 9.44v-0.8v | 67R1695 0.16 
Bidirectional e@smesioca | DO-214AA-2 | tov | 17V | 6oow | 11.1v-128v | 67R1610 0.17 
@ 1SMB12CAT3G |  403C-2 12v | 19.9v | 6oow | 13.3V-14.7v | 4542430 a @SMBJ12CA__| DO-214AA-2 | 12V_ | 19.9V_| 600W | 13.3V-14.7V | 67R1618 0.43 
@ 1SMB18CAT3G 403C-2 18V 29.2vV | 600w | 20V-22.1V 42K3086 a, @ SMBJ13CA DO-214AA-2 13V 21.5V | 60OW | 14.4V-16.5V | 67R1622 0.18 
@ 1SMB20CAT3G | 403C-2 2ov | 324v | eoow | 22.2v-24.5v | 10N9658 we @SMBJI5CA | DO-214AA-2 | 15V_ | 24.4V | 6OOW | 16.7V-19.2V | 67R1628 0.13 
@ 1SMB30CAT3G | 403C-2. | 30v | 48.4v | 6oow | 33.3V-36.8vV | 4542439 = @SMBJI6CA | DO-214AA-2 | 16V | 26V__| 600W | 17.8V-20.5V | 67R1632 0.43 
@ 1SMB10CAT3G | DO-214AA-2 | 10v | 17V | 6o0w | 11.1V-12.27v | 4542427 ae @SMBI18CA | DO-214AA-2 | 18V_ | 29.2V | 600W | 20V-23.3V | 67R1640 0.43 
@ 1SMBI5CAT3G | DO-214AA-2| 15v | 24.4vV | eoow | 16.7V-18.5vV | 4542433 = @SMBJ20CA__| DO-214AA-2 | 20V | 324V_ | 600W | 22.2\-25.5V | 67R1642 0.18 
@ 1SMB16CAT3G | DO-214AA-2| 16v | 26v | 6oow | 17.8V-19.7V | 42K3085 am @SMBJ26CA__| DO-214AA-2 | 26V | 42.1V_ | 600W | 28.9V-32.2V | 67R1648 0.13 
@ 1SMB24CAT3G | DO-214AA-2 | 24v | 38.9V | 600w | 26.7Vv-29.5v | 10N9737 ae @SMBJ28CA__| DO-214AA-2 | 28V_ | 45.4V_| 600W | 31.1V-35.8V | 67R1650 0.13 
@ 1SMB28CAT3G | DO-214AA-2 | 28v | 45.4v | 6o0w | 31.1v-34.4v | 10N9659 ae @SMBJ30CA__| DO-214AA-2 | 30V_| 48.4V | 600W | 33.3V-38.3V | 67R1652 0.13 
@ 1SMB36CAT3G | DO-214AA-2 | 36v | 58.1V | 6oow | 4ov-44.2v | 26K5266 a @ SMBJ33CA__| DO-214AA-2 | 33V_|_53.3V_| 600W | 36.7V-42.2V | 67R1654 0.43 
@ 1SMB40CAT3G | DO-214AA-2 | 4ov | 64.5V | 6oow | 44.4V-49.1V | 10NQ661 Ee @SMBJ36CA_ | DO-214AA-2 | 36V_ | 58.1V_ | 600W | 40V-46V | 67R1656 0.18 
@ 1SMB75CAT3G | DO-214AA-2 | 75v | 121V | 6o0W | 83.3v-92.07V | 10N9675 = @SMBJ40CA__| DO-214AA-2 | 40V_ | 64.5V_ | 600W | 44.4V-51.1V | 67R1658 0.18 
@ 1SMA12CAT3G | DO-214AC-2| 12v | 19.9V | 40ow | 13.3V-14.7V | 10N9650 = @SMBJ43CA__| DO-214AA-2 | 43V_ | 69.4V | 6OOW | 47.8V-52.8V | 67R1660 0.18 
@ 1SMA15CAT3G | DO-214AC-2 | 15v | 24.4v | 4o0w | 16.7v-18.46v | 98H1003 = @SMBJSICA | DO-214AA-2 | 51V_| 824V_ | 600W | 56.7V-65.2V | 67R1668 0.18 
@ 1SMA33CAT3G | DO-214AC-2 | 33V 53.3V | 400w | 36.7v-40.6V | 10N9652 a @SMBJ170CA | DO-214AA-2 | 170V 275V 600W | 189V-218V 67R1638 0.22 
@ 1SMA70CAT3G | DO-214AC-2] 7ov | 113v | 400w | 77.8V-86V | 10N9655 a Unidirectional 
Unidirectional @SMBJ5.0A | DO-214AA2] 5V 9.2V | e0ow | 6.4V-7.25v | 67R1665 0.50 
@ 1SMB20AT3G 403A-2 20V 32.4v | eoow | 22.2V-24.5v | 10N9657 ae @ SMBJ6.0A DO-214AA-2 6V 10.3V | 600W | 6.67V-7.67V | 67R1673 0.41 
@ 1SMB48AT3G 403A-2_ | 4av | 77.4v | eoow | 53.3V-68.9V | 42K3092 = @ SMBJ10A DO-214AA-2 | 10V_ | 17V_ | 6OOW | 11.1V-12.8V | 67R1609 0.17 
@ 1SMB5.0AT3G DO-214AA-2 5V 9.2V 600W 6.4V-7V 45J2445 mae @ SMBJ12A DO-214AA-2 12V 19.9V 600W | 13.3V-15.3V | 67R1617 0.50 
@ 1SMB7.0AT3G | DO-214AA2| 7v | 12v | eoow | 7.78V-8.6V | 10N9672 = @ SMBJ13A DO-214AA-2 | 13V_ | 21.5V_ | 600W | 14.4V-16.5V | 67R1621 0.17 
@ 1SMB8.5AT3G | DO-214AA-2 | 8.5V | 14.4V | 60ow | 9.44V-10.4V | 10N9676 a @ SMBJ18A DO-214AA-2 18V 29.2V | 600W | 20V-23.3V 67R1639 0.41 
@ 1SMB18AT3G DO-214AA-2 | 18V 29.2v | 600w | 20V-22.1V 45J2434 ae @ SMBJ20A DO-214AA-2 | 20V 32.4V | 6OOW |} 22.2V-25.5V | 67R1641 Ons: 
@ 1SMB24AT3G | DO-214AA-2 | 24v | 38.9V | 6oow | 26.7Vv-295v | 4542436 =r @ SMBJ24A DO-214AA-2 | 24V_ | 38.9V_| 600W | 26.7V-30.7V | 67R1645 0.16 
@ 1SMB28AT3G | DO-214AA-2| 2ev | 45.4v | eoow | 31.1V-34.4v | 4542437 Ze @ SMBJ28A DO-214AA-2 | 28V | 454V | 600W | 31.1V-35.8V | 67R1649 0.06 
@ 1SMB33AT3G | DO-214AA-2 | 33V | 53.3V | 6oow | 36.7V-40.6v | 4542440 oe @ SMBJ30A DO-214AA-2 | 30V_| 48.4V | 600W | 33.3V-38.3V | 67R1651 0.08 
@ 1SMB36AT3G | DO-214AA-2| 36v | 58.1V | eoow | 4ov-44.2v | 4542442 = @ SMBJ33A DO-214AA-2 | 33V_| 53.3V_ | 600W | 36.7V-42.2V | 67R1653 0.11 
@ 1SMB54AT3G | DO-214AA-2| 54v | 87.1V | 6oow | 6ov-66.3v | 10N9663 0.04 © SMBJ36A DO-214AA-2 | 36V_ | 58.1V | 600W | 40V-46V | 67R1655 0.16 
@ 1SMC5.0AT3G | DO-214AB-2| Sv | 92V [15kw] 64v-7V | 452468 aa PIM_172456 
@ 1SMC6.0AT3G | DO-214AB-2] 6v | 10.3V | 1.5kW] 6.67V-7.37V | 10N9683 = 
@ 1SMC12AT3G | DO-214AB-2] 12v | 19.9V | 1.5kw] 13.3V-14.7V | 10N9679 ae 
@ 1SMC15AT3G | DO-214AB-2| 15V | 24.4V | 1.5kW | 16.7V-18.5V | 10N9680 7a 
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multicomp 


CUT COSTS, 
NOT CORNERS. 


Multicomp offers the newest technology in board-level 
and box-build components, combining affordable 
prices with reliable performance. 


You'll find everything from active and passive 
components to switches, relays, semiconductors, 
and more - all in one convenient place. 


Fa Tog 


_- 
PUVA 


Essential Quality. Substantial Value. For every phase of engineering, we offer affordable, 
reliable solutions for your bench, belt, board and box. 


Discover the difference at newark.com/value Multicomp | Tenma | Pro-Power | Duratool | Pro-Elec | Pro-Signal 
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See the COMPLETE RANGE of Passives newark.com/passives. 


To search by manufacturer, see our detailed Manufacturer Index on page 1768. 
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Order Full Reels 1. See the different packaging options on our Part Detail pages 
or Cut Tape 2. View the price breakdowns instantly 
Easy as 1-2-3 3. Choose your packaging preference 


We stock Full Reel components From the Industry’s Leading Manufacturers 


muRata fA ROURNS: OM on sencometr” (i) 


INNOVATOR IN ELECTRONICS 


Electronic Components Pid Li o 
ittelfuse aT 9 Electroni 
KEIMUET Expertise Applied | Answers Delivered ks DIK multicomp evra 
CHARGED 
@ we TEXAS = 
i it VISHAY. 
Panasonic WIS Vl Authorized Ditbutor 


Not sure which semiconductor is right for your design? 
Get direct, one-on-one technical support via Live Chat online 24/5 or by phone at 1.877.736.4835. 


More Circuit Protection products, too! " Circuit Breakers = Thermistors 

= ESD Protection Devices = Transient Voltage 
We now stock over 28,000 devices — and all are ready for = Fuses & Fuse Accessories Suppressors (TVSs) 
same-day shipping. Even better, we’ve removed the $20 up- ® Gas Discharge Tubes = Miscellaneous Circuit 
charge on thousands of circuit protection products shipping (GDTs) Protection Devices 


from our overseas warehouse — so now you have more to 
choose from, and less to pay for! 


Passive Components - Full Reels and Cut Tape 


Passives 
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@ Available in full reel and cut tape quantities 


Free Re-Reeling 


No more wasted components or unused stock, 
at no cost - only at Newark element14 


We’re the only national electronics distributor to offer you 
re-reeling for cut tape orders that are longer than 18” — at no 
charge. Re-reeled to EIA standards, this service is available for 
thousands of top brand components. 


Free Re-Reeling for Semiconductors & Passives 


Available for diodes, Available for 

transistors, ICs surface-mount resistors, 
and surface-mount capacitors, inductors, 
optoelectronic ferrites, trimmers, crystals 
components and oscillators 


Visit newark.com to learn more. 73 
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MULTILAYER CERAMIC ‘SMD Sapiens i MULTILAYER CERAMIC CAPACITORS - 100,000pF AND ABOVE (CONT.) 
CAPACITORS - 100,000pF weet, Avainble /, A Tape Cut 
AND ABOVE J Lan Aran Mfg. Part No. Cap. Tol. Stock No. 124+ 
to falure tle; Automate, (KATZA Nat DS IEE ee Bo AEN 
Applicable). KAT2X refers to thickness; 0.95mm max. @ 0805YD105KAT2A 1 uF £10% SG M1308 = 
@ 0805YD225KAT2A 2.2 UF +10% 84K8392 0.25 
@ 0805YD475KAT2A 4.7 uF +10% 96M1306 0.28 
@ 0805YD106KAT2A 10 uF +10% 96M1304 0.27 
@ 0805YD106MAT2A 10 uF +20% 96M1305 = 
0805 [2012 Metric], X5R, 25 V 
@ 08053D474KAT2A 0.47 UF +10% 96M1386 0.47 
Tape Cut @ 08053D684KAT2A 0.68 UF +10% 96M1387 0.15 
Mfg. Part No. Cap. Tol. Stock No. 1-24+ @ 08053D105KAT2A 1 UF +10% 96M1385 0.22 
0201 [0603 Metric], X5R, 6.3 V @ 08053D225KAT2A 2.2 uF +10% 94w2920 0.13 
@ 02016D104KAT2A 0.1 UF +10% 85K9474 0.01 0805 [2012 Metric], X7R, 16 V 
0402 [1005 Metric], X5R, 6.3 V @ 0805YC104KAT2A 0.1 pF +10% 94W2909 0.25 
@ 04026D224KAT2A 0.22 UF +10% 10R5926 0.02 @ 0805YC224KAT2A 0.22 uF +10% 96M1300 0.07 
@ 04026D105KAT2A 1 UF +10% 84K8386 0.11 @ 0805YC334KAT2A 0.33 UF +10% 96M1301 0.03 
0402 [1005 Metric], X5R, 10 V @ 0805YC474JAT2A 0.47 UF +5% 96M1302 0.16 
@ 0402ZD104KAT2A 0.1 UF +10% 96M1117 0.01 @ 0805YC474KAT2A 0.47 UF +10% 96K4765 wi 
@ 0402ZD224KAT2A 0.22 uF +10% 94W2830 0.20 @ 0805YC105KAT2A 1 uF +10% 96M1298 0.03 
@ 0402ZD105KAT2A 1 UF +10% 06M4041 0.03 0805 [2012 Metric], X7R, 25 V 
0603 [1608 Metric], X5R, 4 V @ 08053C104JAT2A 0.1 uF +5% 94w2916 = 
@ 06034D106MAT2A 10 UF +20% 10R5934 0.13 @ 08053C104KAT2A 0.1 pF +10% 96M1381 0.11 
0603 [1608 Metric], X5R, 6.3 V @ 08053C104MAT2A 0.1 pF +20% 94W2917 0.05 
@ 06036D105KAT2A 1 pF £10% 84K8390 _ @ 08053C154KAT2A 0.15 UF +10% 96M1383 0.16 
@ 06036D475KAT2A 4.7 uF £10% 96M1295 0.07 @ 08053C224JAT2A 0.22 uF +5% 65H4259 = 
@ 06036D475MAT2A 4.7 UF £20% 96M1296 0.16 @ 08053C224KAT2A 0.22 UF +10% 96K4775 0.04 
0603 [1608 Metric], X5R, 10 V @ 08053C224MAT2A 0.22 uF +20% 96M1384 0.11 
@ 0603ZD105KAT2A 1 uF +10% 84K8388 _ @ 08053C105JAT2A 1 pF +5% 94W2918 = 
0603 [1608 Metric], X5R, 16 V @ 08053C105KAT2A 1 uF +10% 96M1382 0.03 
@ 0603YD224KAT2A 0.22 uF +10% 96M1182 = @ 08053C105K4T2A 1 uF +10% 94W2919 = 
@ 0603YD334KAT2A 0.33 UF +10% 96M1185 0.19 @ 08053C225KAT2A 2.2 UF +10% 10R5975 ea 
@ 0603YD474KAT2A 0.47 UF +10% 96M1186 0.01 0805 [2012 Metric], X7R, 50 V 
@ 0603YD105KAT2A 1 uF +10% 96K4752 = @ 08055C104MAT2A 0.1 uF +20% 96K4779 0.15 
@ 0603YD225KAT2A 2.2 UF £10% 96M1183 0.04 @ 08055C224KAT2A 0.22 UF +10% 961410 0.22 
@ 0603YD225MAT2A 2.2 uF +20% 96M1184 = @ 08055C334KAT2A 0.33 UF +10% 10R5978 0.04 
0603 [1608 Metric], X5R, 25 V @ 08055C474KAT2A 0.47 uF +10% 10R5979 0.29 
@ 06033D224KAT2A 0.22 uF +10% 96M1266 0.02 0805 [2012 Metric], X7R, 100 V 
@ 06033D105KAT2A 1 uF +10% 96M1265 0.04 @ 08051C104KAT2A 0.1 UF +10% 96M1354 0.04 
0603 [1608 Metric], X5R, 50 V 0805 [2012 Metric], Y5V, 10 V 
@ 06035D104KAT2A 0.1 UF +10% 94w2908 = @ 0805ZG475ZAT2A 4.7 pF +80% ,-20% 84K8397 0.15 
0603 [1608 Metric], X7R, 10 V 0805 [2012 Metric], Y5V, 16 V 
@ 0603ZC104KAT2A 0.1 UF +10% 94W2856 0.13 @ 0805YG105ZAT2A 1 UF +80%,-20% 96M1307 0.07 
@ 0603ZC154KAT2A 0.15 UF +10% 96M1190 0.02 0805 [2012 Metric], Y5V, 25 V 
@ 0603ZC224KAT2A 0.22 uF +10% 96K4753 = @ 08053G104ZAT2A 0.1 pF +80% ,-20% 96M1388 0.02 
@ 0603ZC105KAT2A 1 UF +10% 94W2857 = @ 08053G474ZAT2A 0.47 uF +80%,-20% 96M1391 0.09 
0603 [1608 Metric], X7R, 16 V @ 08053G105ZAT2A 1 uF +80%,-20% 96M1389 0.25 
@ 0603YC104JAT2A 0.1 UF +5% 96M1175 0.12 0805 [2012 Metric], Y5V, 50 V 
@ 0603YC104KAT2A 0.1 UF +10% 96M1176 0.11 @ 08055G104ZAT2A 0.1 pF +80% ,-20% 96M1421 0.13 
@ 0603YC104K4T2A 0.1 uF +10% 55J2625 0.01 @ 08055G224ZAT2A 0.22 uF +80% -20% 96M1422 0.06 
@ 0603YC104MAT2A 0.1 UF #20% 96M1177 0.01 0805 [2012 Metric], Z5U, 25 V 
@ 0603YC105KAT2A 1 UF +10% 96M1178 0.19 @ 08053E104ZAT2A 0.1 uF +80%,-20% 34C6803 0.01 
0603 [1608 Metric], X7R, 25 V 0805 [2012 Metric], Z5U, 50 V 
@ 06033C104KAT2A 0.1 pF +10% 96M1263 0.02 @ 08055E104ZAT2A 0.1 pF +80% ,-20% 34C6807 0.05 
0603 [1608 Metric], X7R, 50 V 1206 [3216 Metric], X5R, 6.3 V 
@ 06035C104KAT2A 0.1 uF +10% 54K2412 0.11 @ 12066D106KAT2A 10 uF +10% 84K8407 0.14 
@ 06035C104K4T2A 0.1 UF +10% 10R5938 0.11 @ 12066D106KAT2X 10 UF £10% 96M1516 = 
0603 [1608 Metric], Y5V, 10 V @ 12066D226KAT2A 22 uF +10% 84K8408 0.18 
@ 0603ZG105ZAT2A 1 UF +80%,-20% 84K8389 _ @ 12066D476MAT2A 47 uF £20% 96M1517 0.45 
0603 [1608 Metric], Y5V, 16 V 1206 [3216 Metric], X5R, 10 V 
@ 0603YG104ZAT2A 0.1 UF +80%,-20% 94W2855 0.01 @ 1206ZD475KAT2A 4.7 uF +10% 84K8404 0.55 
0603 [1608 Metric], Y5V, 25 V @ 1206ZD106KAT2A 10 UF +10% 84K8403 = 
@ 06033G104ZAT2A 0.1 UF +80% ,-20% 96K4762 0.02 1206 [3216 Metric], X5R, 16 V 
0603 [1608 Metric], Y5V, 50 V @ 1206YD106KAT2A 10 UF +10% 84K8401 = 
@ 06035G104ZAT2A 0.1 pF +80% ,-20% 96M1293 0.11 @ 1206YD106MAT2A 10 UF +20% 96M1430 0.22 
0805 [2012 Metric], X5R, 6.3 V 1206 [3216 Metric], X5R, 25 V 
@ 08056D475KAT2A 4.7 uF +10% 84K8400 _ @ 12063D225KAT2A 2.2 pF +10% 96M1497 0.22 
@ 08056D106MAT2A 10 uF +20% 84K8399 = @ 12063D475KAT2A 47 uF +10% 84K8406 0.25 
@ 08056D226MAT2A 22 UF #20% 96M1423 = @ 12063D475MAT2A 4.7 uF +20% 96M1498 0.13 
0805 [2012 Metric], X5R, 10 V © 12063D106MAT2A 10 UF +20% 94W2951 = 
@ 0805ZD105KAT2A 1yF +10% 94w2911 0.06 1206 [3216 Metric], X5R, 50 V 
@ 0805ZD335KAT2A 3.3 UF +10% 84K8395 _ @ 12065D475KAT2A 4.7 pF +10% 942963 0.21 
@ 0805ZD475KAT2A 4.7 uF +10% 84K8396 0.20 
@ 0805ZD106KAT2A 10 UF +10% 96M1311 = 
> CONTINUED > > CONTINUED > 
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CAPACITORS 


CERAMIC CAPACITORS 


MULTILAYER CERAMIC CAPACITORS - 100,000pF AND ABOVE (CONT.) 


Tape Cut Tape Cut 
Mfg. Part No. Cap. Tol. StockNo. | 1-24 _ Mfg. Part No. Cap. Tol. StockNo. | 1-24 
1206 [3216 Metric], X7R, 10 V 1210 [3225 Metric], X7R, 200 V 
@ 1206ZC104KAT2A 0.1 HF £10% 3406814 ae @ 12102C104KAT2A 0.1 UF +10% 96M1532 0.16 
© 1206ZC225KAT2A 2.2 uF +10% 96M1434 0.71 1210 [3225 Metric], Y5V, 16 V 
1206 [3216 Metric], X7R, 16 V @ 1210YG106ZAT2A 10 uF +80%,-20% 84K8412 0.84 
@ 1206YC104KAT2A 0.4 UF +10% 3406813 0.27 1812 [4532 Metric], X5R, 10 V 
@ 1206YC105JAT2A 1 UF +5% 96M1426 0.60 @ 1812ZD226KAT2A 22 uF +10% 96M1564 0.97 
@ 1206YC105KAT2A 1 UF +10% 96K4781 0.05 1812 [4532 Metric], X5R, 25 V 
@ 1206YC106KAT2A 10 uF +10% 10R6005 0.28 @ 18123D106KAT2A 10 pF +10% 84K8421 0.69 
1206 [3216 Metric], X7R, 25 V 1812 [4532 Metric], X7R, 50 V 
© 12063C104MAT2A 0.1 pF 20% 3406819 0.23 @ 18125C334KAT2A 0.33 UF +10% 96M1573 0.43 
@ 12063C474KAT2A 0.47 UF £10% 96M1495 0.38 @ 18125C684KAT2A 0.68 UF +10% 961575 0.44 
@ 12063C105KAT2A 1 YF £10% 96K4787 0.10 @ 18125C105KAT2A 1 uF +10% 96K4791 0.43 
© 12063C225KAT2A 2.2 UF +10% 99K5605 0.18 @ 18125C225KAT2A 2.2 UF +10% 96M1572 = 
1206 [3216 Metric], X7R, 50 V 1812 [4532 Metric], X7R, 100 V 
@ 12065C104JAT2A 0.1 UF +5% 96M1508 0.24 @ 18121C104KAT2A 0.1 UF +10% 94w2968 = 
@ 12065C104KAT2A 0.4 UF +10% 3406824 0.18 @ 18121C105KAT2A 1 UF +10% 96M1565 0.96 
@ 12065C104MAT2A 0.1 UF #20% 96K4788 0.04 1812 [4532 Metric], X7R, 200 V 
@ 12065C224JAT2A 0.22 uF +5% 96M1510 0.33 @ 18122C104KAT2A 0.1 UF +10% 96M1569 0.44 
@ 12065C224KAT2A 0.22 UF +10% 96K4789 0.27 PIM_175944 
@ 12065C334KAT2A 0.33 uF +10% 96M1512 0.35 
@ 12065C474KAT2A 0.47 uF +10% 96M1514 0.19 MULTILAYER CERAMIC — RoHS _ Electronic Components 
@ 12065C105KAT2A 1 uF +10% 10R6014 0.06 CAPACITORS - 100,000 pF AND SMD omelet KEMET 
1206 [3216 Metric], X7R, 100 V ABOVE vallable CHARGED 
© 12061C104JAT2A 0.4 UF £5% 96M1466 0.141 
@ 12061C104KAT2A 0.1 UF +10% 96K4785 0.05 
© 12061C104K4T2A 0.4 UF +10% 558846 0.10 
@ 12061C104MAT2A 0.1 UF +20% 961467 0.08 
© 12061C334KAT2A 0.33 uF +10% 96M1477 0.54 
1206 [3216 Metric], Y5V, 10 V 
@ 1206ZG106ZAT2A 10 UF +80%,-20% 84K8405 0.15 
1206 [3216 Metric], Y5V, 25 V Tape & 
© 12063G105ZAT2A 1 uF +80%,-20% 94w2952 = Reel 
1206 [3216 Metric], Z5U, 25 V Mfg. Part No. Cap. Tol. Stock No. 1-3999+ 
@ 12063E104MAT2A 0.1 uF +20% 3406821 0.29 0402 [1005 Metric], X5R, 4 V 
1206 [3216 Metric], Z5U, 50 V @ C0402C335M7PACTU 3.3 UF +20% 14N2170 0.18 
@ 12065E104MAT2A 0.1 UF £20% 3406825 0.08 0402 [1005 Metric], X5R, 6.3 V 
1210 [3225 Metric], XBR, 6.3 V @ C0402C224K9PACTU 0.22 uF +10% 14N2169 0.01 
@ 12106D226KAT2A 22 UF +10% 84K8418 0.85 @ C0402C105K9PACTU 1 uF +10% 70K9079 0.02 
@ 12106D476KAT2A 47 uF 10% 05M6454 0.47 0402 [1005 Metric], X5R, 10V 
@ 12106D107KAT2A 100 uF +10% 96M1549 aa @ C0402C104K8PACTU 0.1 uF +10% 78H4791 0.01 
@ 12106D107MAT2A 100 uF +20% 96M1550 1.07 0402 [1005 Metric], X7R, 10 V 
1210 [3225 Metric], X5R, 10 V @ C0402C104K8RACTU 0.1 uF +10% 14N2167 0.11 
@ 1210ZD226KAT2A 22 uF +10% 84K8415 0.66 0402 [1005 Metric], YSV, 16 V 
1210 [3225 Metric], XSR, 16V @ C0402C104Z4VACTU 0.1 UF +80%,-20% 70K9078 0.01 
@ 1210YD226KAT2A 22 UF +10% 84K8411 1.24 0603 [1608 Metric], COG / NPO, 50 V 
1210 [3225 Metric], XBR, 25 V © C0603C681J5GACTU 680 pF £5% T7R3562 0.01 
@ 12103D475KAT2A 47 uF +10% 84K8417 = 0603 [1608 Metric], X5R, 6.3 V 
© 12103D106KAT2A 10 uF 10% 70R6036 ae © C0603C335M9PACTU 3.3 UF +20% 14N2174 0.31 
© 12103D226MAT2A 2 uF 20% 96M1536 DEF @ C0603C475K9PACTU 47 uF +10% 70K9096 0.26 
1210 [3225 Metric], X7R, 10 V 0603 [1608 Metric], X5R, 10 V 
@ 121020 106KATZA 10 uF 10% B4K8413 a @ C0603C105K8PACTU 1 UF +10% 70K9090 0.11 
© 1210ZC226KATIA 2 uF 10% oaw2964 aa © C0603C225K8PACTU 2.2 UF +10% 70K9095 0.57 
1210 [3225 Metric], X7R, 16V @ C0603C475K8PACTU 47 uF +10% 14N2177 0.06 
@ 1210YC475KAT2A 4.7 UF +10% 84K8410 0.42 0603 [1608 Metric], X5R, 16 V 
© 1210YC226MATIA 22 pF 20% 96M1523 ona @ C0603C105K4PACTU 1 UF +10% 70K9089 0.02 
1210 [3225 Metric], X7R, 25 V 0603 [1608 Metric], X7R, 10 V 
@ 12103C105KATOA 1 uF 10% 6mi534 _ @ C0603C104K8RACTU 0.1 UF +10% 62H0320 0.25 
@ 12103C225KAT2A 2.2 UF +10% 96M1535 0.23 0603 [1608 Metric], X7R, 16 V 
1210 [3225 Metric], X7R, 50 V @ C0603C104J4RACTU 0.1 UF +5% 64K2836 0.21 
© 12105C224KAT2A 0.22 uF 10% 6M1540 = @ C0603C104M4RACTU 0.1 UF +20% 64K2839 0.01 
@ 12105C334KAT2A 0.33 uF +10% 96M1543 we @ C0603C224K4RACTU 0.22 uF +10% 14N2173 0.05 
@ 12105C474KAT2A 0.47 uF +10% 96M1546 0.23 0603 [1608 Metric], X7R, 25 V 
@ 12105C105KAT2A 1 uF 10% 96M1538 6109 © C0603C104J3RACTU 0.1 UF £5% 0143308 0.68 
@ 12105C225KAT2A 2.2 UE 10% 96M1542 1.24 © C0603C104K3RACTU 0.1 UF 210% 64K2837 0.31 
@ 12105C475KAT2A 4.7 UF +10% 961548 0.17 0603 [1608 Metric], Y5V, 25 V 
1210 [3225 Metric], X7R, 100 V © C0603C104M3VACTU 0.1 UF +20% 64K2838 0.01 
@ 12101C104KAT2A 0.1 uF +10% 96M1525 0.14 0805 [2012 Metric], X5R, 6.3 V 
© 12101C224KAT2A 0.22 uF 10% 96M1528 = @ C0805C226M9PACTU 22 UF +20% 70K9142 0.05 
@ 12101C474KAT2A 0.47 pF +10% 96M1529 me 0805 [2012 Metric], X5R, 16 V 
@ 12101COB4KAT2A 0.68 BE 10% 96M1530 Fa @ C0805C475K4PACTU 47 UF +10% 70K9143 0.72 
@ 12101C105KAT2A 1 uF 10% 96M1527 0.53 0805 [2012 Metric], XR, 25 V 
@ 12101C105MAT2A TUF 20% 64K0192 er @ C0805C105K3PACTU 1 uF +10% 70K9136 0.01 
> CONTINUED > > CONTINUED > 
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MULTILAYER CERAMIC CAPACITORS - 100,000 pF AND ABOVE (CONT.) MULTILAYER CERAMIC CAPACITORS - 100,000 pF AND ABOVE (CONT.) 


Tape & Tape & 
Reel Reel 
Mfg. Part No. Cap. Tol. Stock No. 1-3999+ Mfg. Part No. Cap. Tol. Stock No. 1-3999+ 
0805 [2012 Metric], X7R, 16 V 1210 [3225 Metric], X7R, 10 V 
@ C0805C474K4RACTU 0.47 UF +10% 14N2181 0.08 @ C1210C226K8RACTU 22 UF +10% 14N2190 275 
@ C0805C105K4RACTU 1 UF £10% 7705351 0.03 @ C1210C226M8RACTU 22 WF +20% 14N2191 oe 
@ C0805C105M4RACTU 1 UF +20% 42H5473 = 1210 [3225 Metric], X7R, 25 V 
0805 [2012 Metric], X7R, 25 V @ C1210C225K3RACTU 2.2 UF +10% 70K9192 0.10 
@ C0805C474K3RACTU 0.47 UF £10% 64K2940 0.13 @ C1210C475K3RACTU 4.7 UF +10% 93K6013 = 
0805 [2012 Metric], X7R, 50 V 1210 [3225 Metric], X7R, 50 V 
© C0805C222K5RACTU 2200 pF +10% 1906019 0.01 @ C1210C104K5RACTU 0.1 UF +10% 0143318 0.10 
@ C0805C683K5RACTU 0.068 LF +10% 77R3566 0.04 @ C1210C224K5RACTU 0.22 UF +10% 64K2957 0.13 
© C0805C104J5RACTU 0.4 uF +5% 64K2889 0.31 @ C1210C105K5RACTU 1 uF +10% 70K9187 0.08 
@ C0805C104KSRACTU 0.1 UF £10% 1906015 0.03 @ C1210C335K5RACTU 3.3 UF +10% 88K0231 0.79 
© C0805C224K5RACTU 0.22 UF +10% 70K9140 0.02 1210 [3225 Metric], X7R, 100 V 
@ C0805C474K5RACTU 0.47 UF £10% 93K6002 0.26 @ C1210C225K1RACTU 2.2 UF +10% 14N2189 4.11 
0805 [2012 Metric], X7R, 100 V 1210 [3225 Metric], X7R, 200 V 
@ C0805C104K1RACTU 0.1 UF +10% 70K9135 0.50 @ C1210C104K2RACTU 0.1 UF +10% 70K9184 0.35 
0805 [2012 Metric], Y5V, 16 V 1812 [4532 Metric], X7R, 50 V 
@ C0805C155Z4VACTU 1.5 uF +80%,-20% 64K2907 0.18 @ C1812C105K5RACTU 1 uF +10% 19C6081 0.65 
0805 [2012 Metric], Y5V, 25 V 1812 [4532 Metric], X7R, 100 V 
© C0805C105Z3VACTU 1 UF +80%,-20% 64K2896 = @ C1812C104K1RACTU 0.1 UF +10% 70K9208 0.23 
0805 [2012 Metric], Y5V, 50 V 1812 [4532 Metric], X7R, 200 V 
© C0805C104Z5VACTU 0.1 UF +80%,-20% 64K2893 0.17 @ C1812C104K2RACTU 0.1 UF +10% 70K9209 0.46 
0805 [2012 Metric], Z5U, 50 V 1825 [4564 Metric], X7R, 50 V 
@ C0805C104Z5UACTU 0.4 UF +80%,-20% 64K2892 = @ C1825C105K5RACTU 1 UF +10% 70K9218 0.77 
1206 [3216 Metric], COG / NPO, 25 V @ C1825C225K5RACTU 2.2 UF +10% 70K9219 1.95 
@ C1206C104J3GACTU 0.4 UF +5% 94M5668 0.73 2220 [5650 Metric], X7R, 50 V 
1206 [3216 Metric], X5R, 6.3 V @ C2220C105K5RACTU 1 UF +10% 70K9221 = 
@ C1206C226K9PACTU 22 UF +10% 70K9176 0.23 @ C2220C225K5RACTU 2.2 UF +10% 70K9222 2.48 
1206 [3216 Metric], X5R, 10 V PIM_175942 
@ C1206C226M8PACTU 22 uF +20% 94M5671 0.35 
BIC IZ00CATEMEPACTY AHF a2 SAMSGTE = LW REVERSAL DECOUPLING CAPACITORS TAIYO YUDEN 
1206 [3216 Metric], XSR, 16 V Features: ® Small size with high capacitance — 
@ C1206C335K4PACTU 3.3 UF £10% 70K9323 _ © Low equivalent series resistance (ESR) Applications: SMD 
@ C1206C475K4PACTU 4.7 uF +10% 2409332 0.30 © Low equivalent series inductor (ESL) e Decoupling capacitors RoHS 
1206 [3216 Metric], XBR, 25 V ; sie . ee the high frequency © Filtering capacitors Geptinpian 
@ C1206C105K3PACTU 1 pF +10% 70K9168 0.37 Tape Cut 
@ C1206C225K3PACTU 2.2 uF +10% 70K9174 = Mig. Part No. cas. i gis Wik ae 
@ C1206C475K3PACTU 47 uF +10% 70K9177 0.30 0204 [0510 Metric], XBR, 63V 
1206 [3216 Metric], X7R, 16 V @ JWK105B/105MP-F [tur 220% 7975776 O41 
@ C1206C475K4RACTU 47 UF +10% 70K9178 z 0306 [0816 Metric], XBR, 63V 
1206 [3216 Metric], X7R, 25 V © JWK107BJ475MV-T 47uF £20% 7975777 O21 
@ C1206C224K3RACTU 0.22 UF +10% 70K9308 0.20 0306 [0816 Metric}, XBR, 10 V 
@ C1206C334K3RACTU 0.33 UF £10% 70K9321 0.22 @ LWK107BJ225MV-T 2.2 UF 20% 7975780 0.13 
@ C1206C105K3RACTU tr +10% JELIEAYES 0.26 0508 [1220 Metric], XSR, 6.3 V 
1206 [3216 Metric], X7R, 50 V @ JWK212BJ226MD-T | 22uF 420% 7915778 024 
@ C1206C104J5RACTU 0.1 uF +5% 70K9281 0.09 0508 [1220 Metric], XR, 10 V 
© C1206C104K5RACTU 0.4 pF +10% 70K9167 0.05 SINK GR TaKT a7 uF = 10% 7975782 ane 
@ C1206C224K5RACTU 0.22 uF +10% 70K9309 0.21 @ LWK212BJ106MD-T 10 UF 20% 7975781 0.19 
@ C1206C334K5RACTU 0.33 UF +10% 15R3385 0.26 0508 [1220 Metric], X6S, 4 V 
@ C1206C105K5RACTU 1 UF +10% 93K6006 0.28 @ AWK212C6226MD-T | 22 UF +20% 7975775 0.22 
1206 [3216 Metric], X7R, 100 V 0508 [1220 Metric], X65, 6.3 V 
@ C1206C104K1RACTU 0.1 UF +10% 85C2205 0.19 @ JWK21206106MD-T L__10uF 220% 7975779 013 
1206 [3216 Metric], Y5V, 10 V ueacsien 
© C1206C106Z8VACTU 10 uF +80%,-20% 70K9285 0.81 
1206 [3216 Metric], Y5V, 16 V 
@ C1206C475Z4VACTU 47 UF +80% -20% 70K9329 0.30 ae inne, URFACE MOUNT TANTALUM A 
1206 [3216 Metric], Y5V, 25 V § lower |, fan 
@ C1206C105Z3VACTU 1 UF +80%,-20% 70K9284 0.19 © Designed for Power Supply Applications A KYOCERA GROUP COMPANY 
1206 [3216 Metric], Z5U, 50 V © Tolerance: +10% re 
@ C1206C104M5UACTU 0.4 uF +20% 70K9282 0.12 TPS series surface mount tantalum capacitors have Soper 
1210 [3225 Metric], COG / NPO, 100 V Ae Gene oe ee range “AAT. 
@ C1210C104J1GACTU 0.1 UF +5% 94M5700 2.37 power and heat dissipation for efficient use of circuit power. SMD. 
1210 [3225 Metric], X5R, 6.3 V Pati for Eanes nyales balsa 
@ C1210C476M9PACTU 47 UF +20% 70K9196 a oie lerance: +10% except type ; 
1210 [3225 Metric], X5R, 16 V 
@ C1210C106K4PACTU 10 uF +10% 14N2185 0.04 | Size | Tape Cut_ 
@ C1210C106M4PACTU 10 uF 20% 14N2186 0.26 Mfg. Part No. Cap. Ish: ESR Gode _|miStockiNo; os 
@ C1210C226K4PACTU 22 uF +10% 70K9193 0.56 4V 
1210 [3225 Metric], X5R, 35 V @ TPSA476K004R0500 47uF | +10% 0.5ohm A 75M9218 = 
© C1210C106MEPACTU 10 uF 220% TAND187 aa @ TPSD477K004R0045 470uF | +10% | 0.0450hm D 64M4890 291 
4210 [3225 Metric], X5R, 50 V 6.3V 
© Ci210C105KSPACTU 1 uF 10% 70K9186 aia @ TPSA106KO06R1500 10uF | +10% 4.50hm A 84K8346 = 
@ TPSR106K006R1000 10uF | +10% tohm R 64M4897 0.29 
> CONTINUED > > CONTINUED > 
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CAPACITORS 


TANTALUM CAPACITORS 


TPS SERIES SURFACE MOUNT TANTALUM CAPACITORS (CONT.) TAJ SERIES SOLID TANTALUM CHIP CAPACITORS (CONT.) 
Size [ Tape Cut_ Size [ Tape Cut 

Mfg. Part No. Cap. Tol. ESR Code Stock No. 1-9+ Mfg. Part No. Cap. Tol. ESR Code Stock No. 1-9+ 

6.3V 2.5V 
@ TPSA226K006R0500 22uF | +10% 0.50hm A 75M9217 0.20 @ TAJR685KO02RNJ 6.8uF +10% 20ohm R 73R9167 0.40 

@ TPSA476K006R0800 47uF | +10% 0.80hm A 75M2901 0.13 4V 
@ TPSC107K006R0075 100uF | +10% | 0.075ohm Cc 752922 1.17 @ TAJA476KO04RN, 47 uF +10% 2.6ohm A 60R5861 =a 
@ TPSC107K006R0150 100uF | +10% | 0.150hm Cc 36K3658 = @ TAJB107KO04RN, 100UF +10% 0.90hm B 60R5876 = 
@ TPSC227K006R0070 220uF | +10% | 0.07ohm C 75M12929 1.00 @ TAJC337KO04RNJ 330UF +10% 0.90hm c 97M6424 0.63 
10V @ TAJD477KO04RNJ 470uF £10% 0.90hm D 64M4852 1.09 

@ TPSA106K010R1800 10uF | +10% 1.8ohm A 36K3655 0.14 6.3V 
@ TPST106K010R1000 10uF | +10% ohm T 96M1071 0.59 @ TAJB106KO06RN, 10uF +10% 3ohm B 60R5869 0.15 
@ TPSB226M010R0700 22uF | +20% 0.7ohm B 36K3657 0.29 @ TAJA106KO06RN 10uF +10% 4ohm A 60R5825 0.41 
@ TPSC336K010R0375 S3uF | £10% | 0.3750hm Cc 19C6260 0.52 @ TAJA106MOO6RNJ 10uF +20% 4ohm A 60R5828 0.41 
@ TPSC476K010R0350 47uF | 410% | 0.350hm Cc 35K1291 0.45 @ TAJR106MO06RNJ 10uF £20% 6ohm R 60R6055 0.20 
@ TPSB476K010R0350 47uF | +10% | 0.350hm B 64M4882 0.43 @ TAJB336KO06RN 33uF +10% 2.50hm B 73R8253 0.40 
@ TPSB476K010R0650 47uF | +10% | 0.650hm B 35K1284 0.89 @ TAJA476KO06RN. 47yF +10% 1.6ohm A 60R5862 0.25 
@ TPSC107K010R0075 100uF | +10% | 0.0750hm Cc 84K8358 1.09 @ TAJB476KO06RNJ 47uF +10% 2ohm B 60R5916 0.10 
@ TPSC107K010R0100 100uF | +10% 0.1ohm Cc 36K2067 442 @ TAJY337KO06RNJ 330yF +10% 0.4ohm ¥ 53R1776 1.46 

@ TPSD107K010R0100 100UF | +10% 0.10hm D 36K3659 0.66 10V 
@ TPSB107M010R0400 100uF | +20% 0.4ohm B 10R5878 am @ TAJA225K010RN, 2.2uF +10% Tohm A 60R5836 0.16 
@ TPSD157K010R0050 150uF | +10% | 0.050ohm D 89M5401 DW @ TAJA475K010RN 4.7 uF +10% 5ohm A 60R5856 0.24 
@ TPSD157K010R0085 150uF | +10% | 0.085ohm D 75M9220 1.76 @ TAJB106K010RN, 10uF +10% 2.50hm B 60R5870 0.12 
@ TPSD157K010R0100 150uF | +10% 0.1ohm D 044620 1.18 @ TAJA106K010RN 10UF +10% 3ohm A 60R5826 0.36 
@ TPSD157M010R0050 150uF | +20% | 0.050ohm D 75M12949 1.88 @ TAJA226K010RN 22uF +10% 3ohm A 25R1125 0.52 
@ TPSD227K010R0150 220uF | +10% | 0.150hm D 35K1293 1.51 @ TAJA336K010RNJ 33yF +10% 1.7ohm A 73R8215 0.21 
@ TPSD227M010R0100 220uF | +20% 0.10hm D 35K1294 1.36 @ TAJB336K010RNJ 33yF +10% 1.8ohm B 60R5903 0.22 
@ TPSD337K010R0050 330UF | 410% 0.050hm D 75M2963 4.32 @ TAJB686K010RNJ 68yF +10% 1.40ohm B 60R5921 0.67 
16V @ TAJD107KO10RNJ 100yF +10% 0.90hm D 60R5977 0.43 

@ TPSB475K016R1500 4.7uF | +10% 1.50hm B 75M12912 0.23 16V 
@ TPSB106K016R0500 10uF | +10% 0.50hm B 10R5877 0.19 @ TAJA105K016RN 1 uF +10% ‘1ohm A 60R5817 0.09 
@ TPSC226K016R0375 22uF | 410% | 0.3750hm Cc 35K1290 0.07 @ TAJA225K016RN 2.2uF +10% 6.5ohm A 60R5837 = 
@ TPSD476K016R0080 47uF | +10% | 0.08ohm D 752967 0.95 @ TAJB475K016RN 4.7 uF +10% 3.50hm B 60R5907 0.45 
@ TPSD476K016R0150 47uF | +10% | 0.150hm D 1906266 0.76 @ TAJB685K016RN 6.8uF +10% 2.50hm B 73R8266 0.24 
@ TPSC476K016R0350 47yF | +10% | 0.350hm Cc 35K1292 = @ TAJC106K016RNJ 10UF +10% 2ohm Cc 60R5925 0.61 
@ TPSD107K016R0125 100uF | 410% | 0.1250hm D 3304389 0.71 @ TAJB226K016RN. 22uF +10% 2.30hm B 60R5892 0.11 
@ TPSE107K016R0125 100uF | +10% | 0.1250hm E 35K1295 1.23 @ TAJC476K016RNJ 47uF +10% 0.50hm Cc 60R5961 0.70 
@ TPSE227K016R0100 220uF | +10% 0.1ohm E 35K5008 2.19 @ TAJD476K016RNJ 47uF +10% 0.90hm D 60R6010 0.44 
20V @ TAJY107K016RNJ 100uF +10% 0.90hm Y 10R5865 as 

@ TPSB475K020R1000 4.7uF | +10% ohm B 75M12913 0.28 20V 
@ TPSB106K020R1000 10uF | +10% ohm B 84K8353 0.72 @ TAJB225K020RN 2.2uF +10% 3.50hm B 60R5883 0.23 
@ TPSB226K020R0400 22uF | +10% 0.4ohm B 75M2910 0.94 @ TAJC475K020RNJ 4.7uF +10% 2.80hm Cc 10R5844 0.85 
@ TPSC336K020R0300 33uF | +10% 0.30hm Cc 96M1068 aa @ TAJAG85K020RN, 6.8uF +10% 2.4ohm A 60R5865 0.28 
@ TPSV107M020R0085 100UF | +20% | 0.085ohm Vv 96M1072 5.23 @ TAJB106K020RN, 10UF +10% 2.10hm B 60R5871 0.12 
25V @ TAJB226K020RN 22uF £10% 1.8ohm B 60R5893 0.58 
@ TPSA155K025R3000 1.5uF | +10% 3ohm A 35K1282 0.25 @ TAJE157K020RN 150uF +10% 0.30hm E 60R6032 1.61 

@ TPSB475K025R1500 4.7uF | +10% 1.50hm B 10R5879 0.07 25V 
@ TPSC106K025R0500 10uF | 410% 0.5ohm Cc 35K1285 1.01 @ TAJAG84K025RN 0.68 uF +10% 100hm A 73R8228 0.36 
@ TPSC226K025R0275 22uF | +10% | 0.275ohm c 96M1067 0.18 @ TAJA105K025RN 1 pF +10% 8ohm A 60R5819 0.40 
@ TPSD226K025R0200 22uF | +10% 0.20hm D 35K4998 = @ TAJB155K025RN. 1.5uF +10% 5ohm B 10R5832 aa 
@ TPSD336K025R0300 33uF | +10% 0.30hm D 75M12960 2.33 @ TAJA225K025RN, 2.2uF +10% Tohm A 60R5839 0.14 
@ TPSE476M025R0100 47uF | +20% 0.10hm E 96M1070 3.86 @ TAJA475K025RN, 4.7 uF +10% 3.10hm A 73R8222 = 
35V @ TAJC106KO25RNJ 10uF +10% 1.8ohm C 60R5926 0.72 
@ TPSA225K035R1500 2.2uF | +10% 1.50hm A 75M2897 0.28 @ TAJB106K025RNJ 10UF +10% 2.50ohm B 94W2826 0.18 
@ TPSB475K035R0700 4.7uF | +10% 0.7ohm B 75M12915 0.18 @ TAJC226K025RNJ 22uF +10% 1.4ohm G 60R5944 0.84 

@ TPSC156K035R0350 15uF | +10% | 0.350hm Cc 75M12926 4.49 35V 
@ TPSD156K035R0300 15uF | +10% 0.30hm D 36K3660 1.38 @ TAJA334K035RN 0.33uF | +10% 15ohm A 60R5847 0.25 
@ TPSC156K035R0450 15uF | +10% | 0.450hm Cc 10R5881 0.95 @ TAJB105K035RN 1yF +10% 6.50hm B 60R5866 0.07 
@ TPSD226K035R0200 22uF | +10% 0.20hm D 75M2953 1.24 @ TAJA105KO35RN, tyr +10% 7.50hm A 60R5820 0.16 
@ TPSE336K035R0100 33uF | 10% 0.10hm E 22J0231 2.93 @ TAJB225K035RN, 2.2uF +10% | 4.2ohm B 60R5885 0.25 
@ TPSD336K035R0200 33uF | +10% 0.20hm D 644889 2.44 @ TAJC335K035RNJ 3.3yF +10% 2.50hm Cc 60R5950 0.48 
@ TPSE476K035R0250 47uF | +10% | 0.250hm E 84K8382 3.69 @ TAJB475KO35RN, 4.7 uF +10% 3.10hm B 60R5910 = 
50V @ TAJC106KO35RNJ 10uF +10% 1.6ohm Cc 60R5927 0.19 
@ TPSD225K050R1200 2.2uF | +10% 1.20hm D 64M4887 0.79 @ TAJD106KO35RNJ 10uF +10% ohm D 60R5972 1.18 
PIM_65295 @ TAJD226K035RNJ 22uF +10% 0.90hm D 60R5991 1.53 
@ TAJD336K035RNJ 33yF +10% 0.90hm D 34R9063 0.64 

TAJ SERIES SOLID TANTALUM CHIP CAPACITORS 50V 
A @ TAJC225KO50RNJ 2.2uF +10% 2.50ohm Cc 64M4851 1.10 

|, A . PIM_65191 


A KYOCERA GROUP COMPANY 


RoHS _ 
Compliant 
Available 


@ Applications Include Telecom, Automotive and Computers 
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TANTALUM CAPACITO 


T491 SERIES - PRECISION MOLDED CHIP Electronic Components T4941 SERIES - PRECISION MOLDED CHIP (CONT.) 
© Moots or Exceeds EIA Standard S2SBAAC KEM Size Tape Cut 
® Taped and Reeled per EIA 481-1 eye Mig. Part No. Cap. Tol. ESR | Code | StockNo. | 1-94 
e Laser-marked Case ; Gee einoiat 20V 
: harper saa on C, D,E, U,V, X sizes —— © T491A105K020A iuF | £10% | 9ohm A 57K 1625 z 
Specifications SMD © 1491B225K020A 22uF | +10% | 3.5ohm B 57K1771 0.45 
© Capacitance Range: 0.1 UF to 1000y F © T491A225K020A 22uF | 210% | Tohm A 57K1664 0.03 
: bide aha on fosgsene @ T491B335K020A 3.3yF +10% 3ohm B 57K1790 0.25 
° iow Profle as Sizes Available; go online or call. @ T491A335K020A 3.3yF £10% 4.50hm A 57K1683 0.53 
= oun © T491C475K020A 47uF | #10% | 24ohm C 57K1916 0.36 
Mig. Part No. cap. | To ese |e, (Eerie ©. 14918475x0204 47pF | £10% | dohm B 57K1810 0.18 
ay @ T491A475K020A 47uF | £10% | 4ohm A 57K1705 0.08 
© T491D477MO06AT 470uF [| #20% | O4ohm D | s7K2032 051 SS TASTAGEOMOZOA 6.8uF | +20% | _6ohm A 944773 0.20 
63V © 14916 106K0208 Tour | #10% | 1.8ohm C 57K1847 0.61 
eas uF | 0%] ohm rn STITT aa © 74918106K020A TonF | #10% | 21ohm B 57K1740 0.60 
© 1491B106KO08A four | £10% | 3Sohm B 57K1737 0.25 SP s1SS1A10GMO20K i a A 12N2769 0.80 
@ T491A106KO08A tour | 410% | 4ohm A 57K1634 0.51 Sieber Kn2OK Pour | 210% | 0.8ohm D 57K1985 1.19 
@ 7491B226K006A 22uF | +10% | 25ohm B S7KI779 0.50 @TASIELZOKO20A 2auF | 210% | 1.2chm c 57K1889 0.99 
wT DRONEE Dur] 210% | dohm n FKIATO = © 74910336K0208 33uF | 410% | _0.8ohm D 57K2004 0.60 
we TAiEATCKOURE aur] 210% 1) ohm 3 Fran = © 7491D476K020A aur | _+10% | _O.7ohm D 57K2023 0.93 
@ T491A476MOOGAT 47uF | 420% | 3.5ohm A 57K1713 0.44 @ T491X686K020A) 68uF_ | 10% | 0.7ohm x 57K2242 1.16 
Pera eauF | 210% | 0.Bohm 7 KOEN = © T491X107K020A 100uF | 410% | _05ohm X 57K2201 0.61 
© T491C107KOO6AT 100uF | #10% | O.9ohm C 57K1856 0.50 ll ALLTEL ASO (| 210%" || O#onm x 42N2773 1.57 
© 1491B107KO08A 100uF | 210% | ohm B 57K1748 0.24 20, 
@ 1491D227K006A 220uF | 10% | O.7ohm D 57K1993 0.85 MP TEOIAATAROZOA O.47uF | #10% | tohm A 57K1696 = 
10V © T491A684K025A 068uF | 410% | 10ohm A S7KI716 = 
eT DEOIE Daur | xt0% ] Tonm n REE ae © 1491B105K025A tue | _#10% | _Sohm B 57K1732 zm 
@ TAN1AASEKOIOA 33uF 1} 210% | 6ohm 7 rare ee @ T491A105K025A iF | 410% | Sohm A 57K1626 0.13 
a TAOIRATSIOIUA aur | 210% | 3.50hm 3 Pram = © T491C225K025A 22uF | #10% | 3.5ohm C 57K8137 0.38 
eB TATRITEOIOA aur | x10% | Bohm n KIA ae © 7491B225K025A 22uF | 10% | 45ohm B 57K1772 0.11 
© T491B685K010A 6.6uF | +10% | 3.5ohm B 57K1828 a a AE 47uF | 210% | 15chm B 57K1811 0.72 
© T491C106K010A tour | 410% | 1.80hm ic 57K1845 0.25 oodles aque | 210s | 24ohm c 57K1917 0.35 
© TA51BOGKOIDA Tour | 210% | ~3.5ohm 3 aren a © T491A475MO25AT 47uF_ | #20% | Gohm A 12N2770 0.50 
we TAIAIDAOIOE jour] 210% 1 dohm n FTKIEGE — © 1491C685K025A Gaur | +10% | 190hm C 57K1934 0.36 
@ 1491C226KO10AT 22uF | £10% | 1.80hm C 57K 1887 0.65 SIO 1BeeSKOZoN G8pP | ie | -2tonn i pus a 
© 1491B226K010A 2ouF | 410% | 24ohm B 57K1780 0.15 ne ee ee £ ist 0.65 
@ TANTADIEKOIOA Dur} 210% } 32ohm a area = © 1491D106K025A four | 210% | tohm D 57K1947 0.35 
© T491D336K010AT 33uF | 410% | 0.8ohm D 57K2002 = 2 GMOZ0AT 1OuF | #20% | Sohm B 944774 0.37 
@ 1491C336K010AT 33uF | 10% | 4.6ohm C 57K1904 0.34 @ TA01D156K0254' 15uF | #10% | _tohm D 57K1966 0.57 
© T491B336K010A 33uF | 410% | 1.80hm B 57K1800 0.32 es ANID 220K025R 2auF | 210% | 0.8chm D 57K1986 0.96 
@ 1491D476K010A 47uF | £10% | 08ohm D 57K2021 0.55 @T4N1C226K0254' 2uF | £10% | 1.4ohm c 57K1890 1.06 
© T491C476K010AT 47yF | +10% | 1.20hm c 57K1924 = @:TA01DS0K025Ai SOUP +: | 210%. '|_Oifehm D 57K2005 0.89 
we TABATA aur] 810%) tohm 3 Fay AEs © T491X336K025A 3anF__ | <10% | _O.7ohm X 57K2222 2.38 
@ TADINBGKOIOA sauF | 210% | 0.8ohm 5 rrr nas © 1491D476K025A aur | +10% | O7ohm D 57K2024 173 
@ 1491D107K010A 100uF | +10% | O.7ohm D 57K1956 1.00 PUISSIASEOMOZSA SEHR | Eee | :rohm A BUCEE 2.48 
@ 1491B107MO10AT 100uF | +20% |  3ohm B 94W4775 0.47 © T491X107MO25A 100NF | +20% | 0.30hm x 94w4779 0.77 
© 1491D227K010A 220uF | £10% | _0.5ohm D 57K1994 0.40 = 
Freon D0nF | 210% | 0.Sohm aT a @ T491A104K035A O1uF | +10% | 20ohm A 57K1618 0.53 
eT 330nF } 210% | 0.S0hm 5 a on © T491A224K035A 022uF | +10% | t8ohm A 57K1659 0.22 
16V © T491A334K035A O33uF | +10% | 150hm A 57K1676 0.21 
@ TA1ATOSKOIGA tur] 210% | t0ohm n OTE? aE © 1491B474K035A 047uF | +10% | 8ohm B 57K1804 0.29 
eB TANIROOSOIGA Daur | #10% | 6ohm 7 rare or © 7491B105K035A tur | 410% | Sohm B 57K1733 0.57 
© T491B475K016A 47uF | #10% | 3.5ohm B 57K1809 0.56 ATAOTAI ORISSA (ye | 210% | © Soh A 57K1627 0.43 
e107 KOIGA au | 810% | 4ohm n RRTTOL — © T491C225K035A 22uF | 10% | 3.5ohm C 57K1881 0.37 
we TsiAsasoieA eauF | 200% | Bsenm i eTTa ae © 74918225K035A 22uF | #10% | 4ohm B 57K1773 0.30 
eTiOTCinEKoIEs Tour] 210% 1 1.Bohm c ara eas © T491C335K035AT 33uF | 210% | 250hm C 57K1899 0.40 
we TAB RKO IEe iouF | 210% | 2.80hm = Karas = © 1491B335K035A 33uF | 210% | 3.5ohm B 57K1792 0.20 
we TANIA OCKOIBE Tour | 410% | Tohm 7 BKIEIE mG © 1491D475K035A 47uF | #10% | 1.5ohm D 57K2016 1.02 
@ TA0ICISEKOIGA ‘uF | 210% | 18ohm c Prat = © T491C475K035A 47uF | #10% | 22ohm C 57K1918 0.83 
w Tig InDAKOIGE Dur} 210% } 0.Bohm 5 arene = © 1491D685K035AT Gaur | +10% | 120hm D 57K2035 0.38 
erin Coenient Dur | 210% | 1.5ohm e FIKIGER — © 7491C685K035A aur | 210% | 180hm C 57K1935 = 
wTA91Bo20K0 16: Dur] 210% | 2.20hm 3 rary —e © T491C106K035A touF | #10% | 1.6ohm C 57K1849 091 
eg TA INSAEKOIOK aauF | 240% | OBohmn 5 IOI ae © 1491D106K035A four | 210% | tohm D 57K1948 1.03 
@ 1491C336K016A 33uF | 210% | 12ohm C 57K1905 0.47 @TASIDISOKOSDA Toure: | 10% || 080m D 57K1967 = 
© 1491B336K016A 33uF | 210% | 24ohm B 94W4776 0.37 S@ITASIDZZOKOS5A: 22yF | #10% | O.7ohm D 57K1987 1.21 
'e TAOIDATEKOIGA aur | 210% | 0.Bohm 5 rear = © T491X226K035A 2ouF | +10% | _O.7ohm X 57K2214 1.93 
@ T491C476K016A 47uF | +10% | 1.20hm C 57K1925 0.47 @ TAD1XS36K035A) 33HF_ | #10% | 0.6ohm x 57K2223 0.79 
@ T491C686K016AT 68uF_ | 410% | 1.20hm c 944777 114 sTASTXGTOROSSA AUR | 10%. | O:6ohm X 57K2231 1.53 
© T491D107KO16AT 100uF | #10% | O.7ohm D 57K1957 = 50V 
em ToiKiOTIOTEs ‘Our | 210% | 0 Tohm y ara = © 1491B224K050A 0.22uF | £10% | t4ohm B 57K1768 = 
Be ToKIETOIEA s0uF | 210% 1 0 Sohm y aT = © T491C474K050A O47uF | 410% | 8ohm C 57K1914 0.80 
© T491D157KO16AT 150uF | 210% | O.7ohm D 57K1975 1.28 SAS ICIOSKOSOAL {HF | #10% | 480hm | SES 0.26 
Se TAOD7KOIAsT 20uF } 210% | ~0.Sohm x FTKOHIE ae © 1491D225K050AT 22uF | 210% | 250hm D 57K1980 1.40 
© TA91E207KO16A 220uF | £10% | 090hm E 94W4778 4.40 aaa ell eta Le 2 Srenly 1.23 
© 7491D685K050A 6auF | +10% | O8ohm D 57K2036 1.32 
> CONTINUED > > CONTINUED > 
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T491 SERIES - PRECISION MOLDED CHIP (CONT.) T495 SERIES — LOW ESR, SURGE ROBUST (CONT.) 
Size | Tape Cut_ Size | Tape Cut_ 
Mfg. Part No. Cap. Tol. ESR Code Stock No. 1-9+ Mfg. Part No. Cap. Tol. ESR Code Stock No. 1-9+ 
50V 35V 
@ T491X106KOSOAT 10uF +10% 0.7ohm Xx 57K2198 = @ T495D106K035ATE300 10uF | 410% | 0.3ohm D 40K0856 1.04 
@ T491D106KO50AT 10uF +10% 0.80hm D 57K1949 2.22 @ 1495D106MO35ATE125 10uF | +20% | 0.1250hm D 94w4808 1.24 
@ 1491X226K050AT 22uF +10% 0.6ohm X 94w4780 5.09 @ T495D156K035ATE300 15uF | +10% | 0.3ohm D 40K0903 1.02 
@ T491X226MO50AT 22uF £20% 0.6ohm X 94w4781 = @ T495D226K035ATE125 22uF | +#10% | 0.125ohm D 94w4811 1.29 
PIM_7387 @ T495D226K035ATE250 22uF | +#10% | 0.250hm D 40K0940 1.19 
@ 1495X226K035ATE275 22uF | +10% | 0.275ohm X 40K1249 0.75 
: 9 
1495 SERIES — LOW ESR, SURGE ROBUST Electronic Components @ 1495D226K035ATE200 22uF | +10% | 0.2ohm D 40K0939 0.93 
© Designed for very low ESR KEMET = 2 tassn2zsxossaresoo | 22uF | 210% | 0.3ohm D 40K0941 173 
© High ripple current capability CHARGED: @ T495X336K035ATE175 33HF | 410% | 0.1750hm x 40K1284 2.99 
@ High surge current capability RoHS 9 
® 100% accelerated steady-state aging Gop einpiat @ T495X336K035ATE100 33uF 210% .1ohm x uD aos 
© 100% Surge Current test Available @ T495X476K035ATE200 47uF | +#10% | 0.20ohm X 40K1338 157 
© Meets or Exceeds EIA Standard 535BAAC @ T495X476K035ATE300 47uF +10% 0.30hm x 40K1339 202. 
© Operating Temperature: -55°C to +125°C 50V 
e@ New Extended Values for Low ESR 
© Low Equivalent Series Inductance (2.5nH ESL) @ T495D685K050ATE300 6.8uF +10% 0.30hm D 40K1080 1.59 
@ Precision-molded, laser-marked case @ T495X106KO50ATE300 10uF +10% 0.30hm xX 40K1161 5.47 
# "Taped and reeled per EIA 481-1 @ 1495X156K050ATE300 15uF | 210% | 0.dohm x 40K1207 = 
Size Tape Cut PIM_69237 
Mfg. Part No. Cap. Tol. ESR Code Stock No. 1-9+ 
6.3V 
Electronic Components 
@ T495C476KO06ATE250 47uF | +10% | 0.250hm Cc 94W4807 1.97 eile ESR CONDUCTIVE POLYMER CHIP KEM 
@ T495C107KOO6ATEO75 100uF | +10% | 0.075ohm Cc 94W4806 = Peahise CHARGED: 
@ T495D337KO06ATE050 330uF | +10% | 0.050hm D 94w4814 1.46 © Polymer Cathode Technology Rots 
@ T495D337KO06ATE100 330uF | +10% | 0.tohm D 40K1022 i . an Bas ae Geeeinpian 
igh Frequency Cap Retention 
@ T495D477KO06ATE100 | 470uF D 12N2790 = © No-Ignition Failure Mode 
@ 1495D477M006ATE045 470uF 94W4815 1.85 © Use Up to 90% of Rated Voltage (10% Derating) for 
10V part types = 10 Volts 
@ 100% Accelerated Steady State Aging 
@ T495A106K010ATE1K8 10uF | +10% | 1.80hm A 944801 0.71 © Use Up to 80% of Rated Voltage (20% Derating) for 
@ T495D686K010ATE150 68uF | +10% | 0.150hm D 40K1096 0.96 part types > 10 Volts 
© 1495B686M010ATE900 68uF | +20% | 0.9ohm B 40K0777 0.77 © Capacitance 15 to 1000UF (+20%) 
= a ® Voltage 2V to 25V 
@ T495D107K010ATE100 100yF +10% 0.10hm D 40K0867 0.85 © EIA Standard Case Sizes 
@ 1495X107K010ATE100 100yF +10% 0.1ohm xX 40K1175 1.67 © 100% Surge Current Tested 
@ 1495D227K010ATE125 220uF | +10% | 0.1250hm D 40K0968 1.51 © Operating Temperature -55°C to +105°C 
= © Self Healing Mechanism 
@ 1495X337K010ATE035 330uF | +10% | 0.0350hm Xx 94w4820 3.00 Saar 
@ 1495X337K010ATEO6O 330uF | +10% | 0.06ohm x 40K1306 = Size Les | 
@ 1495D337KO10ATE125 | 330uF | +10% | 0.1250hm | D | 40K1025 1.74 say ity: Pare No: ean: _ Code _EEStOCNGHaS BIS 
16V = = 
@ 1520B227M2R5ATE015 220yF 0.0150hm B 94w4842 0.86 
10uF | +209 4ohi T 40K1116 
S10 OMOIOALEG a 7 ll ee © 7520B227M2R5ATEO35 220uF | _0.0350hm B 18K7492 0.51 
@ T495D336K016ATE150 33uF | +10% | 0.150hm D 94w4812 1.16 = 
= @ T520V337M2R5ATE0O7 330UF 0.0070hm Vv 94W4888 1.44 
@ 1495X107K016ATE080 100uF | +10% | 0.08ohm Xx 40K1182 2.05 = 
T4950 070 GATES a aoa 5 OKOGTH @ T520V337M2R5ATE009 330yF 0.0090hm Vv 94w4889 = 
ae TAoaDiOTKOIeaTEi00 : SoHE rl oni 7 GRIEVE iit @ T520L337M2RS5ATE025 330UF 0.0250hm L 94W4876 1.80 
@ T495X107KO16ATE100 TIE =10% | ~0-fohm x) 40Ke1e3 181 mi TS20BSS ENERO ATEDS 330uF | 0.045ohm B 94w4848 0.56 
@ T495X157K01GATE100 | 150uF | 210% | ~0.tohm x | 40K1228 STnzOWSSTMZOATEDAD 330HF 0.04ohm W gawas9t 1.57 
20 Z — - eee @ 1520D477M2R5ATE007 470UF 0.0070hm D 94W4873 = 
@ 1520V477M2R5ATE009 470uF 0.0090hm Vv 94w4890 
@ T495B106K020ATE1KO 10uF | +10% | 0.001ohm B 12N2783 0.96 we TEN 0BNOREATEDSO T000uE 0.030hm D o4w4se1 Te 
@ T495C106KO20ATE475 10uF | +10% | 0.475ohm Cc 94W4805 1.19 iv E - : 
47uF | +10% | 0.0650h X 12N2792 
LO TRSXETEROAUATENS a e allt oe @ T520B107M004ATE035 100HF 0.0350hm B 94W4838 0.67 
@ T495D476K020ATE 150 47uF | +10% | 0.150hm D 40K1052 1.46 2 
@ 1520B227M004ATE045 220yF 0.0450hm B 43K4380 0.16 
@ T495D476K020ATE175 47uF | +10% | 0.1750hm D 40K1053 0.23 = 
@ 1520D337M004ATE007 330HF 0.0070hm D 94W4867 177 
@ T495D686K020ATE 150 68uF | +10% | 0.150hm D 40K1101 2.00 = 
@ 1520V337MO04ATEO09 330 uF 0.0090hm Vv 94w4ge4 147 
@ T495X686K020ATE150 68uF | +10% | 0.150hm Xx 40K1383 1.89 = 
@ 1495E157K020ATE080 150uF | +10% | 0.08ohm E 944818 7.34 pa EEE ae ll 7 sll ee 
aE = - : @ 1520V337M004ATE025 330UF 0.0250hm Vv 94W4886 1.99 
470UF 0.012 D 97H5632 
@ T495D336K025ATE090 33uF | +10% | 0.090hm D 12N2786 0.58 2 aI r _ ed 
@ 1520D477M004ATE018 470yF 0.0180hm D 94W4870 1.60 
@ 1495X336K025ATE175 33uF | +10% | 0.1750hm X 40K1279 2.06 = 
@ 1400 3eDRATEDOD LF = 5 TE TT @ 1520D477M004ATE010 470UF 0.010hm D 32K7139 247 
THT EROSEATEDSO oT Awana} ne @ 1520D477M004ATE025 470UF 0.0250hm D 91H6486 1.04 
= - 680UF 0.015 Y 944893 
@ T495X476K025ATE150 47uF | +10% | 0.150hm X 12N2793 2.03 eee =e C _ ze 
47uF | +109 0.1 X 94w4822 ma 
SSL EISROZOATENND p a @ 1520B227M006ATE035 220UF 0.0350hm B 81R3803 = 
@ 1495D476M025ATE120 47uF | +20% | 0.120hm D 12N2789 1.44 aay 
68uF | +10% | 0.1250h X 12N2795 | - = 
;: ae SF 0% 0 oi x | 94wag23 ae 9 TSZOAZZSMODGATEDYO zeuF ule an lananes 0:55 
@ T495X686K025ATE200 aie 310% O.2ohm X 40K1386 Ta © 1S20AZOMWOGATEIOO ml ufonm . SAWS = 
p = ; : @ T520B336MO06ATE025 33uF 0.0250hm B 94w4g44 0.72 
@ T495D686K025ATE200 68yuF | #10% | 0.20hm D 94W4816 3.11 = 
@ T495E107K025ATE100 100uF | +10% | 0.1ohm E 94W4817 7.00 lel oe easel sania ie 
35V = - - @ T520T336MO06ATEO70 33pF 0.07ohm T 97H5634 0.64 
@ T520A336MO06ATEO70 33pF 0.070hm A 12N2822 0.6 
@ 1495B474K035ATE2K2 O.47uF | +10% | 2.20hm B 94w4804 0.66 is S 
@ 1495B105KO35ATE1K7 1uF | +10% | 1.7ohm B 12N2782 0.35 pce sal saeco seu beed — 
= : = @ 1520T476MO06ATE040 47uF 0.04ohm T 94W4877 0.69 
@ 1495B225K035ATE1K5 2.2uF | +10% | 1.5ohm B 94W4803 0.75 
@ T495D685KO35ATE400 | 6.8uF | #10% | Odohm D | 40Ki074 | 1.16 9 1SZOBATEMOOGALEDTO aur pie leN2828 Wise 
: = : : @ T520B686MO06ATE025 68yuF 0.0250hm B 94W4852 0.78 
@ T520B686MO06ATE040 68yF 0.04ohm B 94W4853 0.13 
> CONTINUED > > CONTINUED > 
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TANTALUM CAPACITORS 


T520 SERIES LOW ESR CONDUCTIVE POLYMER CHIP CAPACITORS OS-CON®- SVP SERIES STANDARD ALUMINUM-POLYMER SOLID 
(CONT.) CAPACITORS (CONT.) 
Size | Tape Cut _ Tape Cut 
Mfg. Part No. Cap. ESR Code Stock No. 1-94 Mfg. Part No. Cap. Tol. ESR StockNo. | 1-9+ _ 
6.3V 4V, 105 °C 
@ T520B686MO06ATE070 68yuF 0.070hm B 97H5625 0.50 @ 4SVP560M 560yNF +20% 0.0130hm 98W0643 1.24 
@ T520V107MOO6ATEO07 100uF 0.0070hm Vv 94w4878 1.96 @ 4SVP680M 680UF +20% 0.0250hm 98wo646 1.00 
@ T520V107MO06ATEO09 100NF 0.0090hm Vv 94W4879 2.04 6.3 V, 105 °C 
@ 1520B107MO06ATEO15 100uF 0.0150hm B 94w4839 0.80 @ 6SVP82M 82uF +20% 0.0450hm 98W0958 0.16 
@ 1520B107MOO6ATEO18 100NF 0.0180hm B 94w4340 @ 6SVP220MX 220uF +20% 0.0350hm 98w0950 0.18 
@ 1520C107M006ATE025 100uF 0.0250hm Cc 94w4855 @ 6SVP330M 330uF +20% 0.0250hm 98W0952 ue 
@ 1520B107MOO6ATE045 100yF 0.0450hm B 94w4341 @ 6SVP470M 470UF +20% 0.0150hm 98W0955 =a 
@ T520C107M006ATE045 100HF 0.0450hm Cc 94W4856 @ 6SVP820M 820UF +20% 0.0120hm 980960 1.43 
@ 1520B107MOO6ATE040 100uF 0.04ohm B 91H6452 10 V, 105 °C 
@ 1520B107MO06ATEO70 100HF 0.070hm B 91H6453 @ 10SVP10M 10uF +20% 0.220hm 97W9263 1.85 
@ 1520D157M006ATE007 150uF 0.0070hm D 94W4863 @ 10SVP47M 47UF +20% 0.050hm 97W9276 wy 
@ 1520D157M006ATE015 150 UF 0.0150hm D 87H4523 @ 10SVP270M 270UF +20% 0.0250hm 97W9269 1.14 
@ 1520B157MOO6ATE025 150uF 0.0250hm B 81R3800 = @ 10SVP330M 330yF +20% 0.017ohm 97W9272 1.28 
@ 1520B157MOO6ATE045 150 UF 0.0450hm B 43K4376 0.89 @ 10SVP560M 560UF +20% 0.0130hm 979279 1.31 
@ T520V157MOO6ATE045 150uF 0.0450hm V 95H4664 1.23 16 V, 105 °C 
@ 1520V227MO06ATEO07 220uF 0.007ohm Vv 94W4882 = @ 16SVP22M 22uF +20% 0.090hm 98W0231 1.43 
@ 1520V227MO06ATEO12 220uF 0.0120hm Vv 94w4gs3 4.15 @ 16SVP39M 30uF +20% 0.050hm 98W0236 0.67 
@ 1520C227M006ATE015 220uF 0.0150hm Cc 94Ww4858 1.22 @ 16SVP56M 56uF +20% 0.0450hm 98W0238 0.78 
@ 1520C227M006ATE018 220uF 0.018ohm Cc 94w4859 = @ 16SVP82M 82uF +20% 0.04ohm 980240 0.78 
@ 1520B227M006ATEO70 220uF 0.07ohm B 81R3807 = @ 16SVP100M 100HF +20% 0.0350hm 98W0222 0.95 
@ 1520D337M006ATE009 330UF 0.0090hm D 94W4869 oY @ 16SVP150M 150uF +20% 0.03ohm 98W0225 211 
@ T520V337MO06ATEO18 330UF 0.0180hm Vv 94W4887 4.15 @ 16SVP180M 180uF +20% 0.020hm 98W0227 4.10 
@ 1520D337M006ATE025 330UF 0.0250hm D 87H4537 1.73 @ 16SVP180MX 180uF +20% 0.03ohm 98W0229 0.23 
@ 1520V337MOO6ATE025 330UF 0.0250hm Vv 12N2832 1.24 @ 16SVP330M 330yF +20% 0.016ohm 98W0234 = 
@ 1520D337M006ATE040 330UF 0.04ohm D 12N2829 4.07 20 V, 105 °C 
@ 1520Y477MO06ATEO10 470uF 0.010hm ¥ 94w4892 2.33 @ 20SVP22M 22uF #20% 0.06ohm 98W0457 0.66 
8V @ 20SVP47M 47 uF +20% 0.0450hm 980461 1.76 
@ 1520B476M008ATE035 47 uF 0.0350hm B 94w4850 0.69 @ 20SVP68M 68yF +20% 0.04ohm 98wo464 1.00 
@ 1520B476MO08ATEO70 47 uF 0.070hm B 94Ww4851 0.54 @ 20SVP100M 100HF +20% 0.0240hm 98W0453 au 
10V @ 20SVP150M 150uF £20% 0.020hm 980455 0.65 
@ T520A106M010ATEO80 10uF 0.08ohm A 12N2820 0.49 PIM_212457 
@ T520A156M010ATEO80 15yF 0.080hm A 94W4836 0.35 i 
@ 1520B336M010ATE025 S3HF 0.0250hm B 94w4847 0.61 EEE-FT SERIES SURFACE MOUNT ALUMINUM P . 
© T520B336M010ATE040 33uF 0.04ohm B 12N2823 = ELECTROLYTIC CAPACITOR anasonic 
@ 1520B476M010ATEO70 47 uF 0.070hm B 12N2825 0.69 Features: qe » RoHS - 
@ T520V686M010ATE045 68yF 0.0450hm 7 18K7509 es @ Endurance : 2000h at 105°C ’ «, ¥. Ge tinoian 
@ 7520C686M010ATE045 68uF 0.0450hm C 94w4s60 0.99 o: MiniatutiZeds TONES: ° € ~ 
© T520V686M010ATEOSO 68uF | 0.060hm V 106684 1.25 pip kare elvan tire ee esas ed 
emperature range: oO 
@ T520V107M010ATEO18 100HF 0.0180hm Vv 12N2830 0.70 Tape Cut 
@ T520V107M010ATEO25 100uF | 0.0250hm Vv 12N2831 0.45 Mfg. Part No. Cap. | Tol. | ESR | Dia. | Height | StockNo. | 1-9 
@ T520L107M010ATE025 100HF 0.0250hm iL 94W4875 0.80 10 V, 105 °C 
@ T520V107M010ATE045 100yuF 0.0450hm Vv 94w4880 = @EEE-FTIA680AR | 68uF | +20% | 0.850hm | 4mm | 5.8mm | 7379155 = 
@ T520D107M010ATE080 100uF 0.080hm D 97H5626 = @EEE-FTIAISIAR | 150uF | +20% | 0.360hm | 5mm | 5.8mm | 7379152 0.26 
@ 1520D157M010ATE040 150yuF 0.040hm D 12N2826 = @EEE-FTIA221AP | 220uF | +20% | 0.260hm | 6.3mm | 5.8mm | 7379154 0.26 
@ T520D157M010ATE0SS 150uF 0.055ohm D 97H5629 == @EEE-FTIA102AP | 1000uF | +20% | 0.080hm | 8mm | 10.2mm | 7379151 = 
@ 1520C157M010ATE055 150yF 0.0550hm c 14N7630 0.94 @ EEE-FT1A152AP 1500uF | +20% | 0.06ohm | 10mm | 10.2mm | 7379153 0.94 
@ 1520D227M010ATE025 220uF 0.0250hm D 12N2828 1.32 16 V, 105 °C 
16V @EEE-FTICA70AR | 47uF | +20% | 0.850hm | 4mm | 5.8mm | 7379160 ww 
@ T520B106M016ATE100 10UF 0.1ohm B o9P0966 0.37 @ EEE-FT1C680AR 68uF | +20% | 0.360hm | 5mm | 5.8mm | 7379161 0.25 
@ 1520C226M016ATE080 22uF 0.08ohm Cc 94w4857 1.19 @EEE-FTICIOIAR | 100uF | +20% | 0.360hm | 5mm | 5.8mm | 7379156 0.24 
@ 1520V476M016ATE045 47uF 0.0450hm Vv 43K4393 1.95 @ EEE-FT1C151AP 150uF | +20% | 0.260hm | 6.3mm | 5.8mm 7379158 0.26 
@ T520D686M016ATE050 68yF 0.050hm D 94W4874 1.80 @ EEE-FT1C221AP 220uF | +20% | 0.260hm | 6.3mm | 5.8mm 7379159 0.53 
20V @EEE-FTICEBIAP | 680uF | +20% | 0.080hm | 8mm | 10.2mm | 7379162 = 
@ T520V226M020ATE040 22uF 0.04ohm Vv 94w4881 2.09 @EEE-FTIC102AP | 1000UF | +20% | 0.06ohm | 10mm | 10.2mm ] 7379157 0.94 
PIM_80142 25 V, 105 °C 
———————— @EEE-FT1E330AR | 33uF | +20% | 0.85ohm | 4mm | 5.8mm | 53W8320 0.53 
OS-CON®- SVP SERIES STANDARD ALUMINUM- Panasonic @ EEE-FT1E470AR 47uF +20% | 0.360hm 5mm 5.8mm 3178177 0.24 
POLYMER SOLID CAPACITORS @EEE-FTIE680AR | 68yF | +20% | 0.36ohm | 5mm | 5.8mm | 3178179 0.24 
7 ea eraser cen oe Ge eeroian @ EEE-FT1E101AP 100yuF eal 0.260hm | 6.3mm | 5.8mm 3178174 0.78 
7 Applications at de ma tighting, PCIServer, Set Top Available e EcET 1E471AP_ | 470uF | +20% | 0.080hm | 8mm | 10.2mm | 3178178 = 
Box, Audio/Video Equipment, FPGA Power Delivery, @ EEE-FT1E821AP 820uUF | +20% | 0.060hm | 10mm | 10.2mm 3178180 0.92 
Router/Switch/Base Station, Test and Measurement. 35 V, 105 °C 
© Operating Temperature range of -55°C to +105°C @EEEFTIV220AR | 22uF | 420% | 0.850hm | 4mm | 5.8mm | 3178187 0.18 
© Capacitance Tolerance of 20% = 
© Lifetime @ Temperature of 2000 hours @ 125°C @ EEE-FT1V330AR 33uF | #20% | 0.360hm | 5mm 5.8mm | _01X2797 0.64 
OS-CON Capacitors utilize aluminum and a_ high @ EEE-FT1V470AR 47uF +20% | 0.360hm | Smm 5.8mm 3178190 _— 
conductivity polymer material to offer low ESR, excellent @ EEE-FT1V680AP 68uF | +20% | 0.260hm | 6.3mm | 5.8mm 3178192 a 
aie Heer aloes eagle hee ak eee in ESR throughout the entire rated temperature @ EEE-FTIV101AP 100uF | #20% | 0.26chm | 6.3mm _| 5.8mm 3178186 0.35 
range. @ EEE-FT1V331AP 330uF | +20% | 0.080hm 8mm 10.2mm 3178189 0.63 
@EEE-FTIVS61AP | 560uF | +20% | 0.06ohm | 10mm | 10.2mm | 3178191 1.52 
> CONTINUED > > CONTINUED > 
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ALUMINUM ELECTROLYTIC CAPACITORS 


TTA SERIES 85°C STANDARD AXIAL ALUMINUM ELECTROLYTIC 
CAPACITORS (CONT.) 


Tape Cut Price Each 
Mfg. Part No. Cap. Tol. ESR Dia. Height | Stock No. 1-9+ Mfg. Part No. Cap. Tol. ESR Dia. Height | Stock No. 1-24+ 
50 V, 105 °C 350 V, 2000 hours @ 85°C, -40 °C to 85 °C 
@EEE-FTIH100AR | 10uF | +20% | 0.880hm | 5mm | 5.8mm | 3178181 0.18 @105TTA350M | 1yF | +20% | 331.5730hm | 6.3mm | 16mm | 30K6587 = 
@EEE-FTIH220AR | 22uF | +20% | 0.880hm | 5mm | 5.8mm | 3178182 = @475TTA350M | 4.7uF | +20% | 705470hm | 8mm | 20mm | 30K6759 1.92 
@EEE-FTIH470AP_ | 47uF | +20% | 0.680hm | 6.3mm | 5.8mm | 3178185 0.98 @476TTA350M | 47uF | +20% | 7.0550hm | 16mm | 40mm | 30K6763 5.93 
@EEE-FTIH221AP | 220uF | +20% | 0.480hm | 8mm | 10.2mm | 3178183 1.57 @ 107TTA350M | 100uF | +20% | 3.316ohm | 18mm | 40mm | 30K6602 4.83 
@ EEE-FT1H331AP | 330uF | +20% | 0.420hm | 10mm | 10.2mm | 3178184 1.05 450 V, 2000 hours @ 85°C, -25 °C to 85 °C 
PIM_209005 @105TTA450M | pF | +20% | 414.60ohm | 8mm | 16mm | 30KG6588 0.76 
@ 225TTA45OM | 2.2uF | +20% | 188.3940hm | 10mm | 20mm | 30K6676 1.50 
TTA SERIES 85°C STANDARD AXIAL ALUMINUM a @ 106TTA450M 10uF — 41.4470hm 12.5mm | 25mm 30K6598 3.16 
ELECTROLYTIC CAPACITORS ILLINOIS CAPACITOR, INC. @ 226TTA450M 22uU i = 18.8390hm 16mm 30mm 30K6680 4.39 
Features ———— @ 336TTA450M 33y +20% 12.56ohm 16mm 40mm 30K6720 5.89 
© High ripple current ratings RoHS @ 107TTA450M 100UF | +20% 4.1450hm 22mm 50mm 30K6603 75 
© Solvent tolerant end seals standard (=250 _ Compliant 
WVDC) Free Available PIM_84772 
oiler! 220% at 2, 20°C 8 eye eee egee "8° -36DX SERIES POWERLYTIC® ALUMINUM ELECTROLYTIC Sy 
Tpicezacn CAPACITORS VISHAY. 
Mfg. Part No. Cap. Tol. ESR Dia. Height _| Stock No. 124+ panic Version of Sprague 36D Series with Up to 50% 
10 V, 2000 hours @ 85°C, -40 °C to 85 °C More Capacitance ae Gop tinpiat 
@ 109TTAO10M | 10000uF | +20% | 0.033chm | 18mm | 40mm | 30K6621 5.89 © Designed for Operating Life in Excess of 10 Years _ Available 
16, fo hous @B5°, 40°C 105°C oe oe ae 
@ 476TTAO16M 47uF +20% | 5.9470hm 5mm | 12.5mm | 30K6760 0.33 Specifications: 
@ 108TTAO16M | 1000uF | +20% | 0.282chm | 10mm | 25mm | 30K6609 0.77 © Operating Temp: -40°C to +85°C 
@47ertAotem | 4700uF | 220% | 0.0880hm | témm | 31.6mm | 30K6773 | 2.01 ee aaa ‘ues 
@ tosTTA016M | 10000uF | +20% | 0.0580hm | 18mm | 40mm | 30K6622 5.70 450 VDC: -10%, +50% 
@ 159TTA016M | 15000uF | 20% | 0.05chm | 22mm | 50mm | 30K6650 4.66 
25 V, 2000 hours @ 85°C, -40 °C to 85 °C a 
rice Each 
@476TTA025M | 47uF | 420% | 5.2910hm | 6.3mm | 125mm | 30K6761 0.89 Mfg. Part No. Cap. Dia. Height Guts, Ise I 
@1o7TTA025M | 100uF | +20% | 24870hm | 6.3mm | 13mm | 30K6600 1.06 25 V, 85 °C, +75%, 10% 
@ 108TTACZ5M | 1000HF | £20% | 0.249chm | 12.5mm | 25mm _| 77M9891 2.44 @ 36DX133G025AC2A 13000uF 35mm 105mm 20M7092 50.76 
@ 228TTA025M | 2200uF | +20% | 0.1430hm | 16mm | 31mm | 51M6859 4.48 30 V, 85 °C, +75%, -10% 
© 338TTA025M | 3300uF | +20% | 0.106ohm | 16mm | 30mm | 30K6729 5.16 © 38D X402C030AADA 4000uE 35mm Sian T7Me412 AGE 
@ 478TTADZEM | 4700UF | 220% | 0.081chm | 16mm _| 40mm | 30K6774 4.75 @ 36DX263G030BC2A 26000uF 51mm 705mm 17M8403 60.45 
35 V, 2000 hours @ 85°C, -40 °C to 85 °C 40 V, 85 °C, +75%, -10% 
@ 106TTA035M 10uF +20% | 19.8940hm 5mm 12.5mm | 30K6594 0.78 @ 36DX292G040AA2A 2900UF 35mm 54mm 66C7675 37.13 
@226TTAOSM | 22uF | £20% | 9.043ohm_ | 5mm | 12.5mm | 3OKG677 0.58 © 36DX582G040AB2A 5800 UF 35mm 79mm 178422 A006 
@107TTA035M | 100uF | +20% | 1.9890hm | 8mm | 16mm | 30K6601 0.97 © 3EDXASG040CC2A 34000KE ean ‘05mm T7MB408 ABGS 
@ 108TTAOSSM | 1000HF | 20% | 0.1990hm_| 12.5mm | 25mm | 30K6E10 2.64 © 36DX763G040DF2A 76000 uF 76mm 143mm 47M8425 04.47 
@338TTA035M | 3300uF | +20% | 0.09ohm | 16mm | 40mm | 30K6730 6.07 50 V, 85 °C, 475%, -10% 
@ 478TTA035M 4700uF | +20% | 0.0640hm 22mm 40mm 30K6775 5.93 @ 36DX482G050AB2A 4800uF 35mm 79mm 47F2062 49.75 
@688TTA035M | 6800uF | +20% | 0.0590hm | 22mm | 50mm | 30K6800 7.09 © 30DXTZIGNSDACIA 7200 35mm 105mm T7MB423 BGS 
50 V, 2000 hours @ 85°C, -40 °C to 85 °C © 36DX163G050BC2A 16000yuF 51mm 105mm 17M8394 63.64 
@ 105TTAO50M 1uF +20% | 165.660hm 5mm 12.5mm | 30K6585 0.25 @ 36DX243G050BF2A 24000yF 51mm 443mm 417M8401 67.33 
@475TTADSOM | 4.7uF | £20% | 35.2740hm | 5mm | 12.5mm _|SOKG758 0.58 @ 36DX403G050CF2A 40000 uF 64mm 143mm 47M8413 Poles 
@ 106TTAO50M 10uF +20% | 16.5790hm 5mm 12.5mm | 30K6595 1.05 @ 36DX413G050DC2A 41000uF 76mm 105mm 17M8414 = 
@226TTA05OM | 22uF | +20% | 7.536ohm | 6.3mm | 12.5mm | 30K6678 0.78 75 V, 85 °C, +75%, -10% 
@ 476TTAO50M 47uF +20% | 3.527ohm 6.3mm | 6.3mm | 58K9813 0.38 @ 36DX142G075AA2A 1400uF 35mm 54mm 17M8391 38.74 
@to7TTA050M | 100uF | +20% | 1.6580hm | 8mm | 16mm | 75K6216 1.31 © 30D X222G075AB2A 2800uF 35mm 7omm 7T7M8404 aan 
@227TTA050M | 220uF | +20% | 0.7540hm | 10mm | 10mm | 84m4s2 1.40 © 38D X429G075AC2A 2200 35mm 105mm TTM8416 7G 
© 337TTAOSOM | 330uF | £20% | 0.5020hm_| 10mm | 25mm _| 30K6725 0.89 © 36DX103G075BC2A 10000uF Simm 705mm 47M8388 72.60 
e@477TA050M | 470uF | +20% | 0.3530hm | 125mm | 25mm | 82K7747 2.54 © 36DX173C07ECCDA 17000uF Garin 105mm 17M8395 77.64 
@ tosTTA0soM | 1000uF | +20% | 0.1660hm | 16mm | 30mm | 30K6611 3.34 200 V, 85°C, +50%, -10% 
@ 158TTAO50M 1500uF | 420% | 0.1330hm 16mm 40mm 30K6647 447 @ 36DX851F200AC2A 850uF 35mm 105mm 27F501 44.29 
@ 228TTAOSOM | 2200HF | 20% | 0.106ochm | 16mm | 40mm | 30K6693 5.03 © 36DX202F 200BC2A 2000uF 51mm 105mm 178397 59.37 
63 V, 2000 hours @ 85°C, -40 °C to 85 °C (© 36DX282F200BC2A 2800 uF Simm | 105mm 21M5210 61.94 
@ 108TTADGIM | 1000HF | £20% | O.166chm | 16mm | 30mm | 30KG612 | 4.16 © 36DX342F200CC2A 3400UF 64mm 105mm 47M8407 79.08 
100 V, 2000 hours @ 85°C, -40 °C to 85 °C 250 V, 85 °C, +50%, -10% 
@1OSTTAIOOM | IHF | £20% | 331.573chm | Smm_ | 12.5mm | 30K6586 0.60 @ 36DX501F250AB2A 500 uF 35mm 79mm 17M8417 52.40 
@225TTA100M | 2.2uF | +20% | 150.7190hm | 5mm | 125mm | 30K6675 0.79 © 36DX122F250BB2A 1200 uF 54mm 79mm 20M7091 wee 
@335TTAIOOM | 3.3uF_ | 220% | 100.4770hm | Smm__| 12.5mm | 30K6715 0.24 © 36DX202F250CC2A 2900uF 64mm 105mm 27F478 90.73 
@ 106TTA100M 10uF +20% | 33.157ohm 6.3mm | 12.5mm | 30K6596 1.02 @ 36DX422F250CF2A 4200uF 64mm 143mm 47M8415 95.12 
@227TTA100M | 220uF | +20% | 1.0050hm | 125mm | 25mm | 30K6687 2.66 350 V, 85 °C, +50%, 10% 
@337TTA100M | 330uF | +20% | 1.0050hm | 125mm | 30mm | 30K6726 0.70 © 36D GTFISODFDA 3700uF Fémm ‘dan oM1025 BAG 
@ tosTTAi00m | 1000uF | +20% | 0.3320hm | 18mm | 40mm | 30K6614 6.14 450 V, 85°C, +50%, 10% 
@228TTA100M | 2200uF | +20% | 0.1810hm | 25mm | 50mm | 17M8379 | 13.67 © 360X031 FABDACIA 730uF 35mm Toémm eMaa7A Sey 
160 V, 2000 hours @ 85°C, -40 °C to 85 °C @ 36DX381F450BB2A 380uF 51mm 79mm 17M8411 68.04 
@336TTA160M | 33uF | +20% | 10.048ohm | 125mm | 25mm | 30K6718 237 ScD AIFASBCOR S40uF Simm 105mm 77Me421 ari 
250 V, 2000 hours @ 85°C, -40 °C to 85 °C © 36DX202F450DF2A 2000uF 76mm 443mm 17M8398 431.15 
@106TTAZGOM | 10UF | £20% | 33.167ohm | 10mm | 20mm _ | 7 30K6597 1.72 © 36DX352F450DJ2A 3500UF 7mm 219mm 47mg409 | 193.06 
@226TTA250M | 22uF | +20% | 15.0720hm | 12.5mm | 25mm | 30K6679 1.55 FiA7ORE 
@476TTA250M | 47uF | 420% | 7.0550hm | 16mm | 30mm | 30K6762 4.37 
@227TTA250M | 220uF | +20% | 1.5070hm | 22mm | 40mm | 30K6688 8.65 
> CONTINUED > 
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CAPACITORS 


ALUMINUM ELECTROLYTIC CAPACITORS 


GENERAL PURPOSE AXIAL LEAD ALUMINUM © 
ELECTROLYTIC CAPACITORS multicomp 
Specifications 
© Operating Temperature: wc Osa 
© -40°C to +105°C for 6.3-100VDC Roaahie 
@ -25°C to +105°C for 160-450VDC 
@ Rated Life: 2,000 hours @ +105°C 
Price Each 
Mfg. Part No. Cap. Tol. Dia. | Height | StockNo. | 1-9* 
16 V, 2000 hours @ 105°C, -40 °C to 105 °C 
@ MCAX16V106K6X13 10yuF +10% 6mm 13mm 97M3984 0.17 
@ MCAX16V257K8X16 250uF +20% 8mm 16mm 97M3986 0.39 
25 V, 2000 hours @ 105°C, -40 °C to 105 °C 
@ MCAX25V106K6X13 10uF +10% 6mm 13mm 97M3988 0.94 
@ MCAX25V226M6X13 22uF +20% 6mm 13mm 97M3995 0.84 
@ MCAX25V256K6X13 25yF +10% 6mm 13mm 97M3997 0.17 
@ MCAX25V476M6X13 47uF +20% 6mm 13mm 97M3998 0.84 
@ MCAX25V506M6X13 50uF +20% 6mm 13mm 97M5049 0.84 
@ MCAX25V107K8X13 100yuF +10% 8mm 13mm 97M3989 0.20 
@ MCAX25V107M8X16 100yF +20% 8mm 16mm 97M3991 _ 
@ MCAX25V207K8X16 200UF +10% 8mm 16mm 97M3994 0.20 
@ MCAX25V227M8X16 220uF +20% 8mm 16mm 97M3996 1.04 
@ MCAX25V257M8X16 250uF +20% 8mm 16mm 97M5048 0.20 
@ MCAX25V477M10X21 470uF +20% 10mm 21mm 97M3999 1.15 
@ MCAX25V507M10X21 500uF +20% 10mm 21mm 97M5050 0.22 
@ MCAX25V108M13X22 1000uF +20% 13mm 22mm 97M3992 0.90 
35 V, 2000 hours @ 105°C, -40 °C to 105 °C 
@ MCAX35V106M6X13 10uF +20% 6mm 13mm 97M4002 0.84 
@ MCAX35V476K6X13 47uF +10% 6mm 13mm 97M5052 0.17 
@ MCAX35V107M8X16 100yF +20% 8mm 16mm 97M4003 0.19 
40 V, 2000 hours @ 105°C, -40 °C to 105 °C 
@ MCAX40V227M10X21 220uF +20% 10mm 21mm 97M4009 0.66 
@ MCAX40V687M16X28 680uF +20% 16mm 28mm 97M4013 0.33 
@ MCAX40V108M16X32 1000UF +20% 16mm 32mm 97M4007 2.09 
@ MCAX40V228M18X36 2200UF +20% 18mm 36mm 97M4010 0.79 
@ MCAX40V478M20X36 4700uF +20% 20mm 36mm 97M4012 3.12 
50 V, 2000 hours @ 105°C, -40 °C to 105 °C 
@ MCAX50V105K6X13 1uF +10% 6mm 13mm 97M4015 0.17 
@ MCAX50V205K6X13 2uF +10% 6mm 13mm 97M4021 0.17 
@ MCAX50V106M6X13 10uF +20% 6mm 13mm 97M5060 0.84 
@ MCAX50V156K6X13 15uF +10% 6mm 13mm 97M4020 0.07 
@ MCAX50V206K6X13 20uF +10% 6mm 13mm 97M4022 0.96 
@ MCAX50V226M6X13 22uF +20% 6mm 13mm 97M4023 0.15 
@ MCAX50V256M6X13 25uF +20% 6mm 13mm 97M5063 0.84 
@ MCAX50V476M8X16 47 uF +20% 8mm 16mm 97M4027 1.04 
@ MCAX50V506K8X16 SOUF +10% 8mm 16mm 97M4028 HELO) 
@ MCAX50V107K8X16 100yUF +10% 8mm 16mm 97M4017 0.20 
@ MCAX50V157M10X21 150UF +20% 10mm 21mm 97M5062 0.66 
@ MCAX50V108M16X32 1000uF +20% 16mm 32mm 97M4018 1.94 
@ MCAX50V108M16X38 1000uF +20% 16mm 38mm 97M5061 = 
@ MCAX50V508K22xX42 5000UF +10% 22mm 42mm 97M4030 1.28 
63 V, 2000 hours @ 105°C, -40 °C to 105 °C 
@ MCAX63V105M6X13 1yF +20% 6mm 13mm 97M4031 0.84 
@ MCAX63V225M6X13 2.2UF +20% 6mm 13mm 97M4035 0.15 
@ MCAX63V106M6X13 10uF +20% 6mm 13mm 97M4032 0.84 
@ MCAX63V226M6X13 22uF +20% 6mm 13mm 97M4036 0.84 
@ MCAX63V476M8X16 47uF +20% 8mm 16mm 97M4041 0.19 
@ MCAX63V107M10X21 100UF +20% 10mm 21mm 97M4033 1.15 
@ MCAX63V227M13X22 220uF +20% 13mm 22mm 97M4037 0.90 
@ MCAX63V337M13X27 330UF +20% 13mm 27mm 97M4039 1.26 
@ MCAX63V108M16X36 1000uF +20% 16mm 36mm 97M4034 0.74 
@ MCAX63V228M20X36 2200UF +20% 20mm 36mm 97M4038 _ 
150 V, 2000 hours @ 105°C, -40 °C to 105 °C 
@ MCAX150V106K10X21 10uF +10% 10mm 21mm 97M3983 0.24 
@ MCAX150V506M13X27 S0UF +20% 13mm 27mm 97M5045 1.34 
350 V, 2000 hours @ 105°C, -40 °C to 105 °C 
@ MCAX350V106M10X21 10uF +20% 10mm 21mm 97M5053 0.90 
@ MCAX350V107M18X36 100yF +20% 18mm 36mm 97M5054 4.47 
450 V, 2000 hours @ 105°C, -40 °C to 105 °C 
@ MCAX450V205M10X21 2uF +20% 10mm 21mm 97M5056 0.81 
@ MCAX450V805M13X25 8uF +20% 13mm 25mm 97M5059 1.34 
@ MCAX450V106M13X25 10uF +20% 13mm 25mm 97M5055 1.37 
@ MCAX450V206M13X32 20uF +20% 13mm 32mm 97M5057 0.68 
@ MCAX450V226M16xX32 22uF +20% 16mm 32mm 97M4014 0.69 
@ MCAX450V406M18X36 40uF +20% 18mm 36mm 97M5058 4.18 
PIM_163994 
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DCMC SERIES SCREW TERMINAL ALUMINUM 

ELECTROLYTIC CAPACITORS 

Features 

®@ Low ESR 

@ Handle Large Ripple Currents 

@ Thermal-Pak™ Extended Cathode Construction 
Helps Assure Cool Operation with Heat Flow from the 
Capacitor Element to the Can 

@ Ideal for Power Supplies and UPS Systems 

Specifications 

© Tolerance: -10%, +75% up to 100 VDC; -10%, 
+50% for 160 VDC and Up © Operating Temperature: -40°C to +85°C. 


For mounting brackets; go online or call 


CORNELL 
coe DUBILIER 


RoHS _ 
Compliant 
Available 


ENERGIZING IDEAS. 


LS 


Price Each 
Mfg. Part No. Cap. ESR Dia. Stock No. 1-9+ 


16 V, 85 °C, +75%, -10% 


Height 


@ DCMC353U016AA2B | 35000UF | 0.02650hm | 34.93mm | 34.93mm | 64K2260 10.19 
25 V, 85 °C, +75%, -10% 

@ DCMC203U025AA2B | 20000UF | 0.02360hm | 34.93mm | 34.93mm | 59K0145 13:3 
50 V, 85 °C, +75%, -10% 

@ DCMC154U050DC2B 0.15F 0.00670hm | 76.2mm 76.2mm 60K5377 45.35 
@ DCMC244U050DP2D 0.24F 0.00540hm | 76.2mm | 149.23mm | 59K0148 65.09 
@DCMC103U050AA2B | 10000UF | 0.03090hm | 34.93mm | 34.93mm | 59K0136 20.67 
@ DCMC163U050AB2B | 16000UF |} 0.02360hm | 34.93mm | 34.93mm | 59K0144 18.88 
@ DCMC383U050BB2B | 38000uF |} 0.01630hm | 50.8mm | 79.38mm | 95B8776 18.58 
@ DCMC603U050BC2B | 60000UF | 0.01190hm | 50.8mm 50.8mm 95B8784 25.23 
75 V, 85 °C, +75%, -10% 

@ DCMC143U075AC2B | 14000UF | 0.03050hm | 34.93mm | 34.93mm | 59K0139 18.40 
@ DCMC303U075BC2B | 30000UF |} 0.01560hm | 50.8mm | 104.78mm | 19C2013 28.45 
100 V, 85 °C, +75%, -10% 

@ DCMC763U100DF2B | 76000UF | 0.01120hm | 76.2mm 76.2mm 59K0164 62.65 
200 V, 85 °C, +50%, -10% 

@ DCMC243T200DF2B | 24000UF | 0.01330hm | 76.2mm 76.2mm 95B8767 58.77 
250 V, 85 °C, +50%, -10% 

@ DCMC152T250AB2B 1500uF | 0.1005ohm | 34.93mm | 34.93mm | 59K0140 20.59 
@ DCMC192T250AJ2B 1900uF | 0.06960hm | 34.93mm | 34.93mm | 59K0143 22.63 
450 V, 85 °C, +50%, -10% 

@ DCMC681T450AC2B 680uF | 0.16950hm | 34.93mm | 34.93mm 60K5379 23.40 


PIM_64073 


CGH SERIES SCREW TERMINAL ALUMINUM 
ELECTROLYTIC CAPACITORS 
Features 

@ High Ripple Current @ 85°C Max. 


® 
Cornell Dubilier Electronics, Inc. 


@ High Reliability Compliant 
Application Available 
© Suitable for Use in Most AC Drive and UPS 

Applications 


Specifications 
© Tolerance: -10%, +50% 


@ Voltage Range: 250 VDC to 500 VDC © Capacitance Range: 350 UF to 22,000 uF 


© Operating Temperature: -40°C to +85°C 
Most popular values listed. Additional values available, go online or call. 
Price Each 

Mfg. Part No. Cap. ESR Dia. Height Stock No. 1-4+ 
250 V, 85 °C, +50%, -10% 
@ CGH172T250V2L 1700uF 65.80hm | 50.8mm 66.7mm 69K1773 8.92 
@ CGH292T250V3L 2900uF 53.1ohm | 50.8mm 92.07mm 74K3712 55.37 
@ CGH223T250X8L 22000UF | 11.50hm | 76.2mm | 219.07mm 69K1774 = 
450 V, 85 °C, +50%, -10% 
@ CGH102T450V3L 1000UF 83.4ohm | 50.8mm 92.07mm 69K1772 70.78 
@ CGH242T450W4L 2400uF 40.1ohm | 63.5mm | 117.47mm 95F3399 1397511 
@ CGH312T450W5L 3100UF 31.7ohm | 63.5mm | 142.87mm 69K1775 151.14 
PIM_7161 
CGS SERIES SCREW TERMINAL ALUMINUM —_ 
ELECTROLYTIC CAPACITORS MALL 
Agi Pisdict a Dubilier Electronics, Inc 


© Screw Terminals 

Applications 

@ High Current Filtering or Energy Storage 

Specifications 

© Tolerance: 6.3 VDC to 150 VDC: -10%, +75%; 200 
VDC to 450 VDC: -10%, +50% 

© Capacitance Range: 75 YF to 1,500,000 uF 

© Voltage Range: 6.3 to 500 VDC 

© Operating Temperature: -40°C to +85°C 

Mounting brackets ordered separately, go online or call. 

Additional values available, go online or call for details. 


RoHS _ 
Compliant 
Available 


VOC 


> CONTINUED > 
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CAPACITORS 


UMINUM ELECTROLYTIC CAPACITORS 


CGS SERIES SCREW TERMINAL ALUMINUM ELECTROLYTIC CAPACITORS CGS SERIES SCREW TERMINAL ALUMINUM ELECTROLYTIC CAPACITORS 


(CONT.) (CONT.) 
Price Each Price Each 
Mfg. Part No. Cap. ESR Dia. Height Stock No. 1-99+ Mfg. Part No. Cap. ESR Dia. Height Stock No. 1-99+ 
10 V, 85 °C, +75%, -10% 100 V, 85 °C, +75%, -10% 
@ CGS183U010R2C 18000HF | 0.078ohm | 35mm 54mm 90B2822 22.15 @ CGS122U100R3C 1200uF | 0.0620chm | 35mm | 79.4mm | 69K1804 25.96 
16 V, 85 °C, +75%, -10% @ CGS103U100W4C 10000uF | 0.04ohm | 63.5mm | 105mm | 74K4900 47.50 
@ CGS114U016W4C O.11F 0.01ohm | 63.5mm | 105mm | 69K1799 53.24 @ CGS153U100X4C 15000uF | 0.051ohm | 76.2mm | 105mm | 69K1818 98.44 
@ CGS214U016X5R 0.21F 0.0050hm | 76.2mm | 149mm | 69K7591 88.56 150 V, 85 °C, +75%, -10% 
@ CGS243U016R3C 24000uF | 0.0320chm | 35mm | 79.4mm | 69K1843 37.95 @ CGS401U150R2C 400uF | 0.1370hm | 35mm 54mm 72K6625 38.38 
@ CGS253U016R4C 25000uF | 0.016ohm | 35mm 105mm | 69K1847 42.27 @ CGS112U150R4C 1100uF | 0.064ohm | 35mm 105mm | 69K1797 36.51 
@ CGS383U016V3C 38000uF | 0.021chm | 50.8mm | 79.4mm | 69K1864 36.04 @ CGS352U150V5L 3500UF | 0.0310hm | 50.8mm | 143mm | 69K1859 42.21 
@ CGS503U016V3C 50000uF | 0.011ohm | 50.8mm | 79.4mm | 69K1880 50.07 200 V, 85 °C, +50%, -10% 
@ CGS553U016V3L 55000uF | 0.0180hm | 50.8mm | 92mm 69K1883 35.56 @ CGS591T200R3C 590uF | 0.151ohm | 35mm | 79.4mm | 94F3726 22.52 
@ CGS663U016V4C 66000uF | 0.017ohm | 50.8mm | 105mm | 69K1895 41.14 @ CGS102T200R4C 1000HF | 0.1130chm | 35mm 105mm | 69K1788 46.24 
25 V, 85 °C, +75%, -10% @ CGS162T200V3C 1600uF | 0.0740hm | 50.8mm | 79.4mm | 69K1819 60.29 
@ CGS302U025R2C 3000UF | 0.2350hm | 35mm 54mm 18C5349 11.45 @ CGS202T200V4C 2000uF | 0.057ohm | 50.8mm | 105mm | 69K1828 63.37 
@ CGS562U025R3C 5600uUF | 0.026ohm | 35mm | 79.4mm | 60F3677 20.99 @ CGS222T200V4C 2200uF | 0.054ohm | 50.8mm | 105mm | 07C9712 55.34 
@ CGS892U025R3C 8900UF | 0.024chm | 35mm | 79.4mm | 69K1906 21.54 @ CGS272T200V4C 2700uF | 0.048ohm | 50.8mm | 105mm | 01C6229 50.67 
@ CGS103U025R3C 10000uF | 0.024chm | 35mm | 79.4mm | 69K1792 38.53 @ CGS502T200W5C 5000UF | 0.036ohm | 63.5mm | 130mm | 69K1879 52.87 
@ CGS183U025R4C 18000uF | 0.017ohm | 35mm 105mm | 69K1826 25.64 @ CGS542T200X4L 5400uF | 0.0210chm | 76.2mm | 117.5mm | 69K1882 | 114.21 
@ CGS473U025V4C 47000uF | 0.022ochm | 50.8mm | 105mm | 69K1876 27.66 @ CGS742T200X5L 7400UF | 0.0180hm | 76.2mm | 143mm | 69K1899 | 147.68 
30 V, 85 °C, +75%, -10% @ CGS772T200X5L 7700UF | 0.0180hm | 76.2mm | 143mm | 69K1901 22.25 
@ CGS104U030X5L 0.1F 0.0080hm | 76.2mm | 143mm | 50B4883 80.60 250 V, 85 °C, +50%, -10% 
@ CGS802U030R3C. 8000uF 0.024ohm 35mm 79.4mm 50F6803 31.62 @ CGS201T250R2C 200UF 0.2410hm 35mm 54mm 69K1827 20.73 
@ CGS303U030V4C 30000yuF 0.0190hm 50.8mm 105mm 69K1854 17.44 @ CGS251T250R2C 250uF 0.2780hm 35mm 54mm 69K1844 35.85 
@ CGS553U030W4C 55000uF | 0.0090hm | 63.5mm | 105mm | 69K1884 53.02 @ CGS551T250R4C 550uF | 0.098ohm | 35mm 105mm | 69K8372 39.60 
35 V, 85 °C, +75%, -10% @ CGS122T250V3C 1200uF | 0.08ohm | 50.8mm | 79.4mm | 69K1800 40.87 
@ CGS103U035V2C 10000uF | 0.0380hm | 50.8mm | 54mm 73K0920 48.08 @ CGS422T250W5L 4200uF | 0.023ohm | 63.5mm | 143mm | 69K1868 96.57 
@ CGS123U035R4C 12000uF | 0.0180hm | 35mm 105mm | 69K1803 41.51 @ CGS602T250X5L 6000UF | 0.047ohm | 76.2mm | 143mm | 69K1888 | 456.10 
40 V, 85 °C, +75%, -10% @ CGS103T250X5L 10000UF | 0.016ohm | 76.2mm | 143mm | 9480709 | 188.77 
@ CGS222U040R2C 2200uF | 0.044chm | 35mm 54mm 69K1835 22.91 350 V, 85 °C, +50%, -10% 
@ CGS272U040R2C 2700uF | 0.0420hm | 35mm 54mm 69K1849 11.23 @ CGS381T350R4C 380HF | 0.3180hm | 35mm 105mm 079729 32.92 
@ CGS352U040R2C. 3500UF 0.0380hm 35mm 54mm 74K2455 37.28 @ CGS102T350V4C 1000UF 0.140hm 50.8mm 105mm 69K1789 56.29 
@ CGS472U040R2C 4700uF | 0.0360hm | 35mm 54mm 69K1875 35.22 @ CGS222T350W5L 2200uF | 0.063ochm | 63.5mm | 143mm | 69K1833 Tiara 
@ CGS512U040R3C 5100uF | 0.026ohm | 35mm | 79.4mm | 69K1884 36.87 @ CGS332T350X5L 3300uF | 0.044ohm | 76.2mm | 143mm | 69K1856 | 110.34 
@ CGS602U040R3C 6000UF | 0.025chm | 35mm | 79.4mm | 69K1890 15.22 450 V, 85 °C, +50%, -10% 
@ CGS902U040R4C 9000uUF | 0.0190hm | 35mm 105mm | 69K1907 43.91 @ CGS101T450R2C 100uF | 0.7370hm | 35mm 54mm 69K1787 13.94 
@ CGS113U040V3C 11000uF | 0.024chm | 50.8mm | 79.4mm | 69K1798 31.34 @ CGS141T450R3C 140uF | 0.496ohm | 35mm | 79.4mm | 69K1809 39.11 
@ CGS223U040V3C 22000UF | 0.0310hm | 50.8mm_ | 79.4mm_ | 69K1837 44.90 @ CGS171T450R3C 170uF | 0.4560hm | 35mm 794mm | 69K1821 23.41 
@ CGS233U040V4C 23000uF | 0.020hm | 50.8mm | 105mm | 69K1839 43.23 @ CGS211T450R4C 210uF | 0.3320hm | 35mm 105mm | 69K1832 42.47 
@ CGS403U040W4C 40000uF | 0.01chm | 63.5mm | 105mm | 69K1864 55.42 @ CGS321T450V3C 320uF | 0.2530hm | 50.8mm | 79.4mm | 69K1855 58.83 
50 V, 85 °C, +75%, -10% @ CGS401T450R5L 400uF | 0.1980hm | 35mm 143mm | 69K1862 33.77 
@ CGS124U050X5L 0.12F 0.0070hm | 76.2mm | 143mm | 9287606 | 140.56 @ CGS451T450V3C 450uF | 0.1880hm | 50.8mm | 79.4mm | 69K1873 50.49 
@ CGS222U050R2C 2200uF | 0.044ohm | 35mm 54mm 9439413 7.23 @ CGS481T450V4C 480uF | 0.1710hm | 50.8mm | 105mm | 69K1877 47.78 
@ CGS292U050R3C 2900uF | 0.03chm 35mm | 79.4mm | 69K1851 29.18 @ CGS651T450V4C 650HF | 0.154ohm | 50.8mm | 105mm | 69K1893 61.74 
@ CGS412U050R3C 4100uF | 0.022chm | 35mm | 79.4mm | 69K1866 27.24 @ CGS801T450V4L 800UF | 0.1080hm | 50.8mm | 117.5mm | 72K7276 63.50 
@ CGS432U050R4C 4300uF | 0.022chm | 35mm 105mm_| _69K1870 45.45 @ CGS102T450W4C 1000HF | 0.082chm | 63.5mm | 105mm 69K1790 90.71 
@ CGS502U050R3C 5000UF | 0.026ohm | 35mm | 79.4mm | 94F3724 14.53 @ CGS142T450W5C 1400uF | 0.060hm | 63.5mm | 130mm 69K1811 | 100.91 
@ CGSE652U050V3C 6500NF | 0.0250hm | 50.8mm | 79.4mm | 69K1894 40.40 @ CGS152T450X5C 1500uF | 0.057ohm | 76.2mm | 130mm 69K1813 92.83 
@ CGS682U050R3C 6800uF | 0.024chm | 35mm | 79.4mm | 69K1896 13.90 @ CGS182T450X5R 1800HF | 0.0480hm | 76.2mm | 149mm | 69K1825 96.28 
@ CGS962U050V4C 9600UF | 0.0180hm | 50.8mm | 105mm | 69K1909 45.43 @ CGS202T450X5C 2000uF | 0.0450hm | 76.2mm | 130mm | 69K1829 | 147.00 
@ CGS103U050R4C 10000uF | 0.0170hm | 35mm 105mm | 69K1793 40.43 @ CGS222T450X4C 2200uF | 0.045ohm | 76.2mm | 105mm | 69K1834 | 424.94 
@ CGS133U050V3C 13000UF | 0.0290hm 50.8mm 79.4mm 90F1672 42.28 @ CGS242T450X5L 2400yF 0.0380hm | 76.2mm 143mm 69K1840 168.39 
@ CGS183U050V3C 18000HF | 0.034chm | 50.8mm | 79.4mm | 34C6378 62.19 @ CGS472T450X5C 4700uF | 0.0310hm | 76.2mm | 130mm | 69K1874 | 288.08 
@ CGS203U050V4C 20000uF | 0.021chm | 50.8mm | 105mm | 69K1834 60.64 PIM.7141 
@ CGS243U050W3C 24000uF | 0.0140hm | 63.5mm 79.4mm 0709717 65.66 SSS 
@ CGS313U050W4C 31000uF | 0.0280hm | 63.5mm | 105mm | 92B4494 68.50 = 
@ CGS483U050X4C 48000uF | 0.0120hm | 76.2mm | 105mm | 07C9738 | 108.79 Hel ee reper velo Panasonic 
@ CGS563U050X3L 56000uF | 0.005chm | 76.2mm | 92mm 69K1886 | 108.40 Features: Rais 
@CGS603U050X5C | 60000HF | O.01ohm | 76.2mm | 130mm | 69K1891 92.80 @ Endurance: 10000h @ 105°C (ZA series); 4000h @ 102°C Gee sinpian 
75 V, 85 °C, +75%, 10% ee aiead 
ow ESR and high ripple current 
@ CGS152U075R3C. 1500uF 0.0410hm 35mm 79.4mm 69K1814 36.05 © AEC-Q200 qualified 
@ CGS222U075R2C 2200uF | 0.0410hm | 35mm 54mm 69K1836 33.96 Specifications: , 
SCES2S2U0TERSC | 200HF | Ooh | on : Tee otis ae 55°C to +105°C (ZA series); 
@ CGS422U075R4C 4200uF | 0.0230chm | 35mm 105mm | 69K1869 50.96 55°C to +125°C (ZC series) 
@ CGS482U075V3C 4800yF 0.030hm 50.8mm 79.4mm 69K1878 42.82 e Rated voltage range: 25VDC to 80VDC (ZA 
© CGS632U07SRSL 8300UF 0.017ohm 36mm 143mm GOK1892 48.06 e pipes heel a tate © DC leakage current: 1 < 0.01CV or 3yA after 2 
@ CGS103U075R3C 10000uF | 0.0290hm 35mm 79.4mm | 97B1168 62.76 minutes (whichever is greater) 
@ CGS103U075V3C 10000uF | 0.041ohm | 50.8mm | 79.4mm | 69K1794 52.32 Tape Cut 
@ CGS123U075V4C 42000UF 0.0260hm 50.8mm 105mm 88F2673 66.81 Mfg. Part No. Cap. Tol. ESR Dia. Height | Stock No. 4-94 
@ CGS153U075V5L 15000uF | 0.0180hm | 50.8mm | 143mm | 69K1817 47.52 25 V, 105°C 
@ CGS173U075X4C 17000uF | 0.0330hm | 76.2mm | 105mm | 69K1824 81.65 @ EEH-ZA1E330R 33uF | +20% | 0.080chm | 5mm | 5.8mm | 9174887 0.78 
@ CGS373U075X5L 37000HF | 0.01ohm | 76.2mm | 143mm | 69K1860 | 105.96 @ EEH-ZA1E560P 56uF | +20% | 0.08ohm | 6.3mm | 5.8mm | 5811739 0.79 
@EEH-ZA1E101XP | 100uF | +20% | 0.030hm | 6.3mm | 7.7mm | 9174885 1.01 
> CONTINUED > > CONTINUED > 


1.800.463.9275 © newark.com elementiu 83 


CAPACITORS @ Indicates RoHS Compliant 4] Find Datasheets Online 


ALUMINUM ELECTROLYTIC CAPACITORS 


HYBRID SURFACE MOUNT ALUMINUM ELECTROLYTIC CAPACITORS GENTEQ MOTOR RUN CAPACITORS (CONT.) 
(CONT.) CASE SIZE DIMENSIONS 
Tape Cut Case Size K 

Mfg. Part No. Cap. Tol. ESR Dia. Height | Stock No. 1-9+ Round Case 
25 V, 105 °C P 1.75” (44.45) 1.88” (47.75) 2.16" (54.86) | 1.31” (33.27) 
@ EEH-ZA1E221P 220uF | +20% | 0.027ohm 8mm 10.2mm | 9174886 1.58 Oval Case 
@ EEH-ZA1E331P 330uUF | +20% | 0.02ohm 10mm | 10.2mm | 9174888 1.89 Ss 2.00” (50.80) 2.12” (53.84) 2.91” (73.91) | 2.81” (71.37) 
25 V, 125 °C T 2.50" (63.50) 2.62" (66.55) si 
@ EEH-ZC1E330R 33uF | +20% | 0.080hm 5mm 5.8mm 9174903 1.03 Price Each 
@ EEH-ZC1E560P 56yF +20% 0.050hm 6.3mm 5.8mm 9174905 1.02 Mfg. Part No. Cap. Tol. Stock No. 4-24+ 
@EEH-ZCIE101xP | 100uF | +20% | 0.030hm | 63mm | 7.7mm | 9174904 1.24 PP (Polypropylene), 370 V, -40 °C to 70°C 
@ EEH-ZC1E221P 220uF | +20% | 0.027ohm 8mm 10.2mm | 9174902 _ @ 97F9001 7.5uF 46% 13M4447 9.49 
@ EEH-ZC1E331P 330uF | +20% | 0.02chm | 10mm | 10.2mm | 9174904 1.90 PP (Polypropylene), 370 VAC, -40 °C to 70 °C 
35,V, 105 °C © 97F5503 3yF 46% 13M4405 7.95 
@ EEH-ZA1V220R 22uF | +20% 0.1ohm 5mm 5.8mm 9174898 = @ 271571 4uF 46% 49H7092 9.36 
@ EEH-ZA1V270P 27uF | +20% | 0.080hm | 6.3mm | 5.8mm 5871741 0.80 @ 271570 5uF +6% 49H7088 8.37 
@ EEH-ZA1V470P 47uF | +20% | 0.080hm | 6.3mm | 5.8mm 5871742 1.33 @ 97F5706 6yuF 46% 13M4407 8.75 
@ EEH-ZA1V680XP 68yuF | +20% | 0.0350hm | 6.3mm | 7.7mm 9174900 as @ 271566 7.5uF 46% 96K4559 9.38 
@ EEH-ZA1V151P 150uF | +20% | 0.027ohm 8mm 10.2mm | 9174897 _— @ 97F9002 10uF 46% 13M4448 10.11 
@ EEH-ZA1V271P 270uF | +20% | 0.02ohm 10mm | 10.2mm | 9174899 1.89 @ 271567 45uF £6% 847464 16.48 
35V, 125 °C © 97F9121 15 uF 46% 90B5615 18.08 
@EEH-ZC1V220R | 22uF | +20% | O.tohm | 5mm | 5.8mm | 9174916 = © 97F9602 20uE +6% 73M4456 on 
@ EEH-ZC1V470P 47uF | 420% | 0.06ohm | 6.3mm | 5.8mm 9174918 -— @ 97F9608 30uF 46% 13M4457 22.81 
@ EEH-ZC1V680XP 68uF | +20% | 0.0350hm | 6.3mm | 7.7mm 9174919 2.36 @ 97F5276 60uF 46% 43M4400 42.72 
@ EEH-ZC1V151P 150uF | 420% | 0.027ohm | 8mm | 10.2mm | 9174915 = PP (Polypropylene), 440 VAC, -40 °C to 70 °C 
@ EEH-ZC1V271P 270uF | +20% | 0.02ohm 10mm | 10.2mm | 9174917 1.86 @ 2711025 6uF 46% 39P6165 9.69 
50 V, 105 °C @ 271695 7.5uF +6% 39P6211 10.73 
@EEH-ZAIHI00R | 10NF | #20% | O.120hm | 5mm | 58mm | 9174889 = © 9759037 T5uF 46% 734450 Fa 
@ EEH-2A1H220P 22uF | +20% | O.tohm | 6.3mm | 5.8mm | 5871740 = © 97F9039 20uF +6% 13M4452 21.39 
@ EEH-ZA1H330XP | 33uF | +20% | 0.04ohm | 6.3mm | 7.7mm | 9174891 = © 9759041 35uE +6% 7ama4sa mare 
@EEH-ZAIHE80P | 68yF | +20% | 0.030hm | 8mm | 10.2mm | 9174892 = © 97F5211 S0uF 16% 73m4308 SAE 
@ EEH-ZA1H101P 100uF | +20% | 0.0280hm | 10mm |} 10.2mm | 9174890 3.74 @ 97F9043 60uF 46% 43M4455 38.30 
50 V, 125 °C © 97F5251 70uF +6% 13M4399 = 
@ EEH-ZC1H100R 10uF | +20% | 0.120hm 5mm 5.8mm 9174906 = PIM 163846 
@ EEH-ZC1H220P 22uF | +20% | 0.080hm | 6.3mm | 5.8mm 9174908 1.02 
@ EEH-ZC1H330XP 33uF | +20% | 0.04ohm | 6.3mm | 7.7mm 9174909 4.22 
@ EEH-ZC1H680P 68uF | +20% | 0.030hm 8mm 10.2mm | 9174910 0.42 ee certs ae U AnRcR ORS = g e Nn teq 
@ EEH-ZC1H101P 100uF | +20% | 0.0280hm | 10mm |} 10.2mm | 9174907 es 
63 V, 105 °C (4) 0.025" x 0.031" Gop tinnian 
@ EEH-ZA1J100P 10uUF | 420% | 0.120hm | 6.3mm | 5.8mm 9174893 0.93 ti x ee ipa 0.52" pias MAX. Available 
@ EEH-ZA1J220xP_| 22uF | +20% | 0.080hm | 6.3mm | 7.7mm | 9174894 1.23 Spee @) 
@ EEH-ZA1J330P 33yuF | +20% | 0.04ohm | 8mm | 10.2mm | 9174895 2.52 A £0.06" 
@ EEH-ZA1J560P Sour | +20% | 0.030hm | 10mm | 10.2mm | 9174896 ms 1.524) 0.81" £0.03" | |-—-+| 

= - - (20.574 + 0.762) | 0.75 + 0.03" 

63 V, 125 °C (19.05 + 0.762) | © *0.12" 
@ EEH-ZC1J100P 1OuF | 420% | 0.120hm | 6.3mm | 5.8mm 9174911 = B+0.06" (3.048) 
@ EEH-ZC1J220XP 22uF | +20% | 0.080hm | 6.3mm | 7.7mm 9174912 — (1.524) 
@ EEH-ZC1J330P 33uF | +20% | 0.04ohm 8mm 10.2mm | 9174913 1.63 
@ EEH-ZC1J560P 56UF | +20% | 0.030hm 10mm | 10.2mm | 9174914 2.20 
80 V, 105°C Applications ® Termination: 0.25 x 0.31 Q.C. blades 

- — = © General-Purpose AC: Power Supplies, UPS and @ Leakage current: 30UA max 
@ EEH-ZA1K220P 22uUF +20% | 0.0450hm 8mm 10.2mm | 05X8463 1.37 Power Conversion Equipment © Frequency 50/60Hz 
@ EEH-ZA1K330P 33uF | +20% | 0.0360hm | 10mm | 10.2mm | 05X8464 ae, © Useful in Applications Where Voltage Waveformis  @ Dissipation factor: 0.1% max 

Non-Sinusoidal Case Style Guide: 
PIM_5465829 Specifications @ A: 2716095, 27L6093, 27L6094, 27L6012, 
(SSS SS —MV SG —_——S_— SSS aaa © Tolerance: +6% 2716013, 27L6014, 27L6015, 27L6016 
© Voltage: 660 VAC @ B: 27L6017, 27L6018 
GENTEQ MOTOR RUN CAPACITORS —_ ente © Operating Life: 60,000 Hours With 94% Survival © C:27L6073 
=z © Operating Temperature: -40°C to +70°C © D: 27L6089, 27L6082, 27L6022, 27L6023 


Mounting Brackets sold separately; go online or ca 


aie CASE DIMENSIONS 
mK Case Size 

3 A 

TyReses reac B 

c 

D 

Round 
RoHS _ Price Each 
Compliant Mfg. Part No. Cap. Tol. Stock No. 1-24+ 
Oval Available PP (Polypropylene), 660 VAC, -40 °C to 70 °C 
Specifications © ‘Combo’ terminal: 0.250” x @ 2716095 2uF 46% 13M3908 12.78 
@ High grade metallized polypropylene film 0.031” quick connect blades = 
© Tolerance: +6% Case Style Guide: @ 2716093 2.5yF £6% 13M3907 11.20 
@ Leakage Current: 30U)A Max. @ Round Case - All 97F prefix mfg. part nos exclud- @ 2716094 3uF 46% 83H0241 10.46 
@ Frequency: 50/60 Hz ing 97F5706 and 97F9002 which are round. @ 2716012 4uF 46% 97F7851 10.69 
© Operating Life: 60,000 Hours with 94% Survival © Oval Case - All 27L prefix mfg. part nos exluding — a = 
© Dissipation Factor: 0.1% Max. 271361 and 27L497 which are oval. © 2716013 SUF 26% 13M3899 14.92 
© Operating Temperature: -40°C to +70°C @ 2716014 6uF 46% 13M3900 15.89 
@ Unpainted Aluminum case, terne plate steel cover @ 2716015 7uF +6% 13M3901 14.35 
@ 2716016 8uF +6% 97F7855 14.81 
@ 2716017 10yuF +6% 13M3902 16.27 
@ 2716018 12uF +6% 13M3903 23.12 
> CONTINUED > > CONTINUED > 
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FILM CAPACITORS 


27L6000 SERIES METALIZED 28F5000 SERIES SNUBBER CAPACITORS (CONT.) 
POLYPROPYLENE FILM AC CAPACITORS (CONT.) Price Each 
Price Each Mfg. Part No. Cap. Tol. Stock No. 1-24+ 
Mfg. Part No. Cap. Tol. Stock No. 1-24+ PP (Polypropylene), 1000 V, -40 °C to 70 °C 
PP (Polypropylene), 660 VAC, -40 °C to 70 °C A28F5502S 0.5uF +10% 74R9393 127.37 
@ 2716073 15yF +6% 95C0416 22.76 A28F5503S 1yF +10% 74R9394 133.97 
@ 2716089 18uF +6% 13M3906 26.80 PP (Polypropylene), 2000 V, -40 °C to 70 °C 
@ 2716082 20uF +6% 13M3905 34.68 A28F5601S 0.1pF +10% 74R7914 119.70 
@ 2716022 25yF +6% 13M3904 27.52 A28F5615S 0.1pF +10% 74R9401 214.76 
@ 2716023 30UF £0% 97F7862 35.80 A28F5602S 0.25yF +10% 74R9396 134.82 
PIM_7327 A28F5605S 0.25u +10% 74R9399 204.38 
A28F5603S 0.5uF +10% 74R9397 128.72 
COMMUTATING CAPACITORS AND HARDWARE BWA CORNELL A28F5606S O.5uF +10% 74R9400 218.32 
DUBILIER A28F5604S 1pF +10% 74R9398 147.53 
ENERGIZING IDEAS PIM_7357 


rT 
Sry 


ER 


+ a82" (sr) 
bai" {em} 


6-32 screw 
and nut 


Wrap Around Universal 
© Capacitance Range: 0.25 UF epiine iat 
Available 
Specifications 
@ Tolerance: +10% 


to 50 uF 
© Operating Temperature: -40°C to +65°C; 80°C 


Features 

@ 40,000 Hour, 95% Minimum Survival at Full Rated 
Temperature and Volt-Amps 

© Conforms to EIARS401 

@ 1/4 x 20 Thread Studs for High Current 


40L & 42L SERIES SNUBBER & HIGH-CURRENT mS 


DC CAPACITORS 


Sgenteq 
a 6.8 + 10% 
400voc 0920 


40L Series Oval 


Features 

® Polypropylene film dielectric 

@ Extended Electrode, Metal Spray and Contacts 

© Electroplated Solid Copper Terminals Welded to 
Contacts 


>Sgenteq 


42L Series Round 


Specifications 

® Dissipation Factor: 0.1% max. 
@ 26°C, 1kHz 

® Capacitance Tolerance: 40L 
Series +10%; 42L Series +5% 


RoHS 
Compliant 
Available 


@ Voltage Range: 200Vpk to 2000 Vpk Surface Temperature © Units Wrapped in Flame-Retardant Tape and End-  @ Operating Temperature: 40L -55°C to + 105°C; 
Price Each Dipped with Polyurethane 42L -40°C to + 85°C 
Mfg. Part No. Cap. | Tol. Stock No. 1-4+ Price Each 
Paper (MP), 1000 V, -40 °C to 65 °C Mfg. Part No. Cap. Tol. Stock No. 1-24+ 
@ SCRN233R-F 1uF +10% 21M9028 72.26 PP (Polypropylene), 2000 V, -40 °C to 85 °C 
@ SCRN234R-F 2uF +10% 75M7813 48.43 4213333 0.033uF +5% 91B7933 8.82 
Paper (MP), 1500 V, -40 °C to 65 °C PP (Polypropylene), 400 V, -55 °C to 105 °C 
@ SCRN240R-F 0.5uF +10% 61M0215 67.76 @ 4013472 0.47yF +10% 13M3934 1.30 
@ SCRN241R-F 1pF +10% 21M6336 82.30 @ 40L3682 0.68uF +10% 94H6953 2.42 
@ SCRN244R-F SF 410% 04M7006 73.94 @ 4013101 1yF +10% 13M3930 2.43 
Paper (MP), 2000 V, -40 °C to 65 °C @ 4013221 2.2UF +10% 13M3931 5.71 
@ SCRN246R-F 0.25uF +10% 75M7818 83.80 @ 4013331 3.3uF +10% 13M3932 16.10 
@ SCRN247R-F 0.5uF +10% 55M6760 70.22 @ 40L3471 4.7UF +10% 13M3933 8.47 
@ SCRN248R-F 1yF £10% 75M3089 72.50 @ 4013681 6.8uF +10% 14M6756 14.98 
@ SCRN253R-F 5yF +10% 23M2480 84.88 PP (Polypropylene), 600 V, -55 °C to 105 °C 
Paper (MP), 600 V, -40 °C to 65 °C @ 40L6472 0.47uF +10% 13M3938 3.35 
@ SCRN222R-F 5yuF +10% 61M3649 76.33 @ 40L6101 1yF +10% 13M3935 4.81 
For Use Price Each @ 4016221 2.2UF +10% 13M3937 17.48 
Mfg. Part No. Type With Stock No.| 1-1-9+ _ _PP (Polypropylene), 850 V, -40 °C to 85 °C 
@ 30393-5 | Wraparound Mounting Bracket | 2.16” Base (CDEs A Case) Oval] 72K7382| 2.80 @ 4211151 1.5UF 25% 66F8196 65.63 
Capacitors PIM_163805 
@ 30393-9 | Wraparound Mounting Bracket | 2.91” Base Ie louse Oval | 87F6850 3.90 
@ 32107-1 | Universal Mounting Bracket | 2.16" Base ae A Case) Oval| 90B7511| 6.63 Q/QRL SERIES QUENCHARC® METALLIZED smemnenmaans 
Capacitors POLYESTER FILM CAPACITOR ARC SUPPRESSOR! MALLORY 
@ 083 Wraparound Mounting Bracket | 3.66” Base (CDEs D Case) Oval] 95F2826 5.00 SNUBBER NETWORKS Corel Dublier Electronics, Ine? 
Capacitors 
P25 te Eooaee 
ANNE Available 
28F5000 SERIES SNUBBER CAPACITORS 
(a we | KF st 
—-Ja1 2.03 yp. 
( re Features Specifications 


ZI 4 
©) » bo 


2) 


0.52 max, 


© Metallized Polyester Construction in Series with a 
Carbon Composition Resistor 

@ Flame-Resistant, Epoxy-Coated Case 

Applications 

® Noise and Arc Suppression 

@ Relay Contact Protection 

@ Noise Reduction on Controllers/Drivers 

@ EMI/RFI reduction 


© Capacitance Tolerance: +20% 

© Resistance Tolerance: +10% 

© Resistor Power Rating: 1/2 W 

® Voltage: 200 VDC to 600 VDC (125 VAC to 250 
VAC) 

© Operating Temperature: -55°C to +85°C 

@ Terminal diameter: 0.032” 


| -+— | 
o75=03 | 
| e206 
lee 
Case StyleA Case Style C 
Applications @ Dimensions for Case Style C: a=2.91", b=1.91” 
@ Power Semiconductor Circuit Protection: Limits Note - MPNs with 1/4-20 threaded terminal styles: 
Rate of Voltage Rise @ A28F5615S 


Specifications 
@ Dielectric: Polypropylene with Foil Electrodes 
@ Dimensions for Case Style A: a=2.16", b=1.31" 


@ A28F5605S 
@ A28F5606S 
@ A28F5607S 


All parts are case style A - please see Notes below for list of parts with 1/4-20 threaded terminal styles 


> CONTINUED > 
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Price Each 
Mfg. Part No. Cap. Tol. Res. Tol. Stock No. 1-9+ 
125 V, 200 V 
@ 104MACQRL150 0.1pF +20% 1500hm +10% 72K6758 15.34 
@ 504M02QA100 0.5uF +20% 1000hm +10% 16F3697 9.46 
@ 504M02QA220 0.5uF +20% 2200hm +10% 16F3698 16.44 
@ 105M02QB47 1uF +20% 47ohm +10% 72K6760 5.22 
> CONTINUED > 
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FILM CAPACITORS 
Q/QRL SERIES QUENCHARC® METALLIZED POLYESTER FILM ECW-U(C) SERIES STACKED METALLIZED PEN FILM CHIP CAPACITORS 
CAPACITOR ARC SUPPRESSOR/SNUBBER NETWORKS (CONT.) (CONT.) 
Price Each Tape Cut 
Mfg. Part No. Cap. Tol. Res. Tol. Stock No. 1-9+ Mfg. Part No. Cap. | Tol. Stock No. 1-9+ 

250 V, 600 V PET (Polyester), 100 V, -40 °C to 85 °C 

@ 104M06QC22 0.1NF +20% 220hm +10% 16F3700 12.39 @ ECW-U1474KCV 0.47UF +10% 01M7592 EG 
@ 104M06QC47 0.1pyF +20% 47ohm +10% 16F3701 13.47 PET (Polyester), 250 V, -40 °C to 85 °C 

@ 104M06QC100 0.1pF +20% 1000hm +10% 72K6759 13.47 @ ECW-U2105KCZ 1pF +10% 66W7848 3.55 
@ 104M06QC150 O41uF | 420% | 1500hm | +10% 16F3703 19.24 PIM. 180496 

@ 254M06QD100 0.25uF +20% 100ohm +10% 71J0507 11.23 

@ 254M06QD150 0.25uF +20% 1500hm +10% 78K7151 17.92 METALLIZED POLYESTER FILM CAPACITORS 

© 504MO6QE100 O.5yF | 20% | 100chm | +10% | SORAOT IC @ Low-Inductive Wound Cell of Metalized (PETP) Film “vw. 
480 V, 1.2 kV © Epoxy Resin in a Flame-Retardant Case 

@ 104M48QH39 O.1pF £20% 390hm +10% 88M9856 | 56.22 © Radial Terminals of Solder-Coated Wire ba 

© Rated Temperature: 85°C i | = eas ee 

PIM_7224 ® Max. Application Temperature: 105°C Geptinaian 
oO e Reference Speculation: IEC 60384-2 

MKP 338 SERIES INTERFERENCE SUPPRESSION X2 — 2... 

CAPACITORS VISHAY. 

Miniature metallized polypropylene film capacitors 

are well-suited for use in electronic ballasts and 


SMPS. Voltage: 275 VAC. Operating temperature: Gee eimoian Tape Cut 
105°C max. Qualified in accordance to UL94V-0. Available Mfg. Part No. Cap. Tol. Stock No. 1-94 
PET (Polyester), 100 V, 100 °C 
@ BFC237321105 1yF +10% , 75M1979 152 
PET (Polyester), 100 V, -55 °C to 100 °C 
| Price Each @ BFC237021333 0.033yF +10% 751974 0.55 
Mig: Part No. Cap. Tol. SIOGRING! us © BFC237021473 0.047 pF 10% | 75M1975 0.68 
X1, Radial Leaded, Long Leads PET (Polyester), 250 V, 100 °C 
@ BFC233814104 0.1yF +20% 036965 1.25 @ BFC237343224 0.22uF +10% 4805187 0.24 
WET CZSBIAATE DATE up URG7 sale) © BFC237343684 0.68uF £10% 18M4163 0.63 
X1, Radial Leaded, Short Leads © BFC237343105 1uF 10% 4914804 0.83 
@ BFC233810103 0.01uF #20% | 03/6942 0.87 PareETeTET 1 2uE 10% 1805182 as 
mibre2ss810224 O22 = OSI686 0.76 © BFC237343225 2.2uF +10% 1805188 5.32 
X2, Radial Leaded, Long Leads © BFC237343335 3.3HF 10% 1805192 5.80 
@ BFC233824223 0.022uF £20% 96B2325 1.08 PET (Polyester), 250 V, -65 °C to 105 °C 
je rC283826104 wally ae 682318 0.70 © BFC237036103 0.01 NF #10% 1804816 0.49 
@ BFC233824334 0.33uF +20% 18M4057 3.41 @ BFC237035223 0.022uF +10% 1804821 0.08 
SBEC293024105 iF =ih IBHOES Wes © BFC237036333 0.033 uF #10% 18M4063 0.65 
X2, Radial Leaded, Short Leads © BFC237036104 OF 10% 18M4059 0.26 
BE CZSse2ISS2 Sank a een724 2.02 © BFC237343155 15uF £10% 1805184 2.70 
@ BFC233820472 4700pF +20% 96B2288 0.40 @ BFC237343475 4.7F +10% 1805196 431 
@ BFC233820103 0.01uF +20% 96B2273 0.72 @ BFC237035472 4700pF +10% 18M4066 0.50 
Sbreesealaze 0.022uF ace SG62264 0.47 © BFC237035682 6800pF 10% 18M14069 0.49 
© BFC233820473 0.047 NF £20% CEES) 1.20 PET (Polyester), 400 V, -55 °C to 100 °C 
@ BFC233820104 0.1pF +20% 74K3513 1.02 @ BFC237051332 3300pF +10% 75M1977 a= 
@ BFC233822154 0.15uF +20% 96B2300 111 PET (Polyester), 400 V, 55 °C to 105°C 
@ BFC233820474 0.47 uF +20% 96B2290 174 me BrCosTOSTI03 001nF im | 0309038 aE 
PIM_47575 PET (Polyester), 63 V, -55 °C to 100 °C 
—=— = oe a «=a @ BFC237075104 0.1 uF +10% 1804894 = 
ECW-U(C) SERIES STACKED METALLIZED PEN 7 @ BFC237011104 0.4uF +10% 75M1968 0.41 
FILM Chie CAPACITORS Panasonic @ BFC237011224 0.22uF +10% 75M1970 0.36 
agent = SeBion ant ©. BFC237011334 0.33uF +10% 75M11971 0.43 
© Stacked metallized PEN film dielectric a @ BFC237075105 1UF +10% 18C4895 = 
© Mold-less construction PET (Polyester), 63 V, -55 °C to 105 °C 
® For reflow soldering i @ BFC237075154 0.15 uF +10% 18C4898 0.50 
reais 5%, 10% @ BEC237075224 0.22uF +10% 18C4901 = 
© Voltage range: 16VDC, 100VDC, 250VDC @ BFC237075334 0.33 NF £10% 18M4090 0.39 
e Operating temp. range: -55°C to +125°C (derate @ BFC237138105 1yF +10% 418M4109 0.86 
Peo cue @ BFC237075155 1.5UF +10% 1804899 2.01 
© General purpose © Bypass PIM_68920 
Tape Cut 
Mfg. Part No. Cap. Tol. Stock No. 1-9+ 
PEN (Polyethylene Naphthalate), 100 V, -40 °C to 85 °C 
@ ECW-U1105KCV 1yF +10% 01M7591 2.24 
PEN (Polyethylene Naphthalate), 100 V, -55 °C to 125 °C 
@ ECW-U1104KC9 0.1uF +10% 53W8313 181 
PEN (Polyethylene Naphthalate), 16 V, -55 °C to 105 °C 
@ ECW-U1C154JC9 0.15 uF +5% 53W3630 0.78 
@ ECW-U1C224JC9 0.22uF +5% 53W3631 0.93 
@ ECW-U1C334JC9 0.33yF 45% 53W3632 0.22 
@ ECW-U1C394JC9 0.39yF +5% 53W3633 1.29 
@ ECW-U1C474JC9 0.47 uF +5% 53W3634 1.22 
PEN (Polyethylene Naphthalate), 250 V, -55 °C to 125 °C 
@ ECW-U2472KC9 0.0047 yF +10% 53W3637 0.61 
@ ECW-U2473KC9 0.047 uF +10% 53W8315 1.10 
> CONTINUED > 
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HS SERIES ALUMINUM HOUSED POWER WIREWOUND 
RESISTORS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 
@ Crowbar RoHS 
@ Filter Gee simon 
Specifications Avallable 
© Tolerance: + 5% 

@ TCR: below 1000 = + 50ppm/°C 
@ above 1000 = + 30ppm/°C 


Features 

© Wide resistance range 

@ High power dissapation 

e Extremely stable 

Applications 

@ Breaking or Balancing Resistor 
© Capacitor charging & discharging 


Price Each 
Mfg. Part No. Resistance Temperature Coefficient Stock No. 1-24+ 

100 W, 1.9 kV, + 5% 

@ HSC1003R3J 3.30hm +50ppm/°C 16R5380 11.13 
150 W, 1.9 kV, + 5% 

@ HSC150470RJ 4700hm £30ppm/°C 51R2349 15.21 
200 W, 1.9 kV, 5% 

@ HSC2001ROJ tohm +50ppm/°C 16R5435 = 

@ HSC20022RJ 220hm +50ppm/°C 16R5455 33.38 
@ HSC20047RJ 47ohm +50ppm/°C 16R5463 3218) 
@ HSC200150RJ 1500hm +30ppm/°C 16R5446 37.63 
@ HSC200470RJ 4700hm +30ppm/°C 16R5464 32.73 
250 W, 2.2 kV, + 5% 

@ HSC250R47J 0.470ohm +50ppm/°C 01P0359 55.12 
@ HSC2503R3J 3.30hm +50ppm/°C 01P0366 sy 

@ HSC2504R7J 4.7ohm +50ppm/°C 01P0369 55.12 
@ HSC25022RJ 220hm +50ppm/°C 01P0364 = 

@ HSC250220RJ 2200hm +30ppm/°C 01P0365 55.12 
300 W, 2.5 kV, + 5% 

@ HSC3004R7J 4.7ohm +50ppm/°C 16R5513 50.52 
@ HSC30022RJ 220hm +50ppm/°C 16R5503 51.58 
@ HSC300680RJ 6800hm +30ppm/°C O6WX4785 50.52 
PIM_177894 
CRCW SERIES THICK FILM, 1% TOLERANCE RECTANGULAR Wy 
CHIP RESISTORS q | VISHAY. 

= = 


RoHS — 
Compliant 
Available 


@ Pure Tin Plating Provides Compatibility with 


FEATURES 
@ High Volume Product Suitable for Commercial and Lead (Pb)-Free and Lead Containing Soldering 
Special Applications Processes 

@ Metal Glaze on High Quality Ceramic © Compatible with “Restriction of the use of 

@ Protective Overglaze Hazardous 

e ee (Pb)-Free Solder Contacts on Ni Barrier © Excellent Stability (,R/R = 1% for 1000 h at 70°C) 

ayer 
bien aire 1% & 5% Tolerance Values are available. Go on line or call. 
Available in Cut Tape and Full Reels. 
| Temp. Voltage Tape Cut 
Mfg. Part No. Res. Coefficient Rating Stock No. 1-24+ 
0201 [0603 Metric], 50 mW, + 1% 
@ CRCW020110KOFKED 10kohm +100ppm/K 30V 71R4422 0.05 
@ CRCW020120KOFKED 20kohm +100ppm/K 30V 63R7663 0.03 
0402 [1005 Metric], 63 mW 
@ CRCW04020000Z0ED Oohm +100ppm/°C 50V 52K6543 a 
0402 [1005 Metric], 63 mW, + 1% 
@ CRCW04021ROOFKED tohm +100ppm/K 50V 52K5648 0.13 
@ CRCW04022RO0FKED 2ohm +100ppm/K 50V 47P3315 0.01 
@ CRCW04022R20FKED 2.2ohm +100ppm/K 50V 16P3569 0.13 
@ CRCW04023R32FKED 3.320hm +100ppm/K 50V 47P3361 0.02 
@ CRCW04024R02FKED 4.020hm +100ppm/K 50V 47P3384 0.01 
@ CRCW04024R70FKED 4.7ohm +100ppm/K 50V 47P3392 0.01 
@ CRCW04024R99FKED 4.990hm +100ppm/K 50V 46M4461 0.01 
@ CRCW04025R10FKED 5.1ohm +100ppm/K 50V 47P3403 0.01 
@ CRCW040210ROFKED 10ohm +100ppm/°C 50V 52K6600 = 
@ CRCW040215ROFKED 150hm +100ppm/°C 50V 52K6714 Ori 
@ CRCW040220ROFKED 20ohm +100ppm/°C 50V 52K6821 OM 
@ CRCW040224R9FKED 24.90hm +100ppm/°C 50V 52K6879 0.11 
@ CRCW040233R2FKED 33.2ohm +100ppm/°C 50V 52K6980 0.11 
@ CRCW040237R4FKED 37.4ohm +100ppm/°C 50V 52K7016 0.11 
@ CRCW040249R9FKED 49.90hm +100ppm/°C 50V 52K7114 eae 
@ CRCW040251R1FKED 51.10hm +100ppm/°C 50V 52K7132 0.11 
@ CRCW040275ROFKED 75ohm +100ppm/°C 50V 52K7267 0.11 
@ CRCW0402100RFKED 1000hm +100ppm/°C 50V 52K6609 — 
@ CRCW0402124RFKED 1240hm +100ppm/°C 50V 52K6663 0.01 
@ CRCW0402130RFKED 1300hm +100ppm/°C 50V 52K6679 0.01 
> CONTINUED > 
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RESISTORS, THERMISTORS & POTENTIOMETERS 


FIXED RESISTOR 


CRCW SERIES THICK FILM, 1% TOLERANCE RECTANGULAR CHIP 
RESISTORS (CONT.) 


Temp. Voltage Tape Cut 
Mfg. Part No. Res. Coefficient Rating Stock No. 1-24+ 
0402 [1005 Metric], 63 mW, + 1% 
@ CRCW0402150RFKED 1500hm +100ppm/°C 50V 52K6721 0.14 
@ CRCW0402200RFKED 200ohm +100ppm/°C 50V 52K6826 = 
@ CRCW0402220RFKED 2200hm +100ppm/°C 50V 52K6853 0.01 
@ CRCW0402249RFKED 2490hm +£100ppm/°C. 50V 52K6886 0.01 
@ CRCW0402301RFKED 3010hm +100ppm/°C 50V 52K6960 0.01 
@ CRCW0402330RFKED 330ohm +100ppm/°C 50V 52K6981 0.114 
@ CRCW0402332RFKED 3320hm +£100ppm/°C. 50V 52K6984 0.01 
@ CRCW0402392RFKED 3920hm +£100ppm/°C. 50V 52K7033 0.01 
@ CRCW0402475RFKED 4750hm +£100ppm/°C 50V 52K7103 0.11 
@ CRCW0402499RFKED 4990hm +£100ppm/°C 50V 52K7117 0.05 
@ CRCW0402511RFKED 511ohm +100ppm/°C 50V 52K7136 0.01 
@ CRCW0402750RFKED 750ohm +100ppm/°C 50V 52K7270 0.11 
@ CRCW04021KO0FKED 1kohm +100ppm/°C 50V 52K6545 = 
@ CRCW04021K21FKED 1.21kohm +100ppm/°C 50V 52K6559 0.01 
@ CRCW04021K50FKED 1.5kohm +100ppm/°C 50V 52K6575 -_- 
@ CRCW04021K69FKED 1.69kohm +100ppm/°C 50V 52K6583 0.01 
@ CRCW04022KO0FKED 2kohm +100ppm/°C 50V 52K6788 SA 
@ CRCW04022K21FKED 2.21kohm +100ppm/°C 50V 52K6795 0.01 
@ CRCW04022K43FKED 2.43kohm +100ppm/°C 50V 52K6801 0.01 
@ CRCW04022K49FKED 2.49kohm +100ppm/°C 50V 52K6803 0.11 
@ CRCW04023K01FKED 3.01kohm +100ppm/°C 50V 52K6935 0.11 
@ CRCW04024K02FKED 4.02kohm +100ppm/°C 50V 52K7034 0.11 
@ CRCW04024K64FKED 4.64kohm +100ppm/°C 50V 52K7044 0.11 
@ CRCW04024K70FKED 4.7kohm +100ppm/°C 50V 52K7045 sh 
@ CRCW04024K75FKED 4.75kohm +100ppm/°C 50V 52K7046 0.03 
@ CRCW04024K99FKED 4.99kohm +100ppm/°C 50V 52K7048 eats 
@ CRCW04025K11FKED 5.11kohm +100ppm/°C 50V 52K7119 0.11 
@ CRCW04026K04FKED 6.04kohm +100ppm/°C 50V 52K7180 0.114 
@ CRCW04026K19FKED 6.19kohm +100ppm/°C 50V 52K7181 0.01 
@ CRCW04026K49FKED 6.49kohm +100ppm/°C 50V 52K7185 0.01 
@ CRCW04027K50FKED 7.5kohm +100ppm/°C. 50V 52K7245 0.01 
@ CRCW04029K76FKED 9.76kohm +100ppm/°C 50V 52K7337 0.01 
@ CRCW040210KOFKED 10kohm +100ppm/°C 50V 52K6595 eats 
@ CRCW040211KOFKED 11kohm +100ppm/°C. 50V 52K6621 0.11 
@ CRCW040215KOFKED 15kohm +100ppm/°C 50V 52K6708 8 
@ CRCW040220KOFKED 20kohm +100ppm/°C 50V 52K6817 = 
@ CRCW040222KOFKED 22kohm +100ppm/°C 50V 52K6843 0.11 
@ CRCW040224K3FKED 24.3kohm +100ppm/°C. 50V 52K6874 0.11 
@ CRCW040230K1FKED 30.1kohm +100ppm/°C. 50V 52K6954 0.11 
@ CRCW040236K5FKED 36.5kohm +100ppm/°C 50V 52K7007 0.11 
@ CRCW040239K2FKED 39.2kohm +100ppm/°C 50V 52K7028 0.01 
@ CRCW040240K2FKED 40.2kohm +£100ppm/°C 50V 52K7049 0.01 
@ CRCW040247KOFKED 47kohm +100ppm/°C 50V 52K7097 0.114 
@ CRCW040247K5FKED 47.5kohm +£100ppm/°C 50V 52K7100 0.11 
@ CRCW040249K9FKED 49.9kohm +100ppm/°C 50V 52K7113 0.01 
@ CRCW040256K2FKED 56.2kohm +£100ppm/°C 50V 52K7159 0.11 
@ CRCW040271K5FKED 71.5kohm +100ppm/°C 50V 52K7250 0.11 
@ CRCW0402110KFKED 110kohm +£100ppm/°C 50V 52K6633 0.11 
@ CRCW0402150KFKED 150kohm +£100ppm/°C 50V 52K6719 0.11 
@ CRCW0402182KFKED 182kohm +£100ppm/°C 50V 52K6765 0.01 
@ CRCW0402191KFKED 191kohm +100ppm/°C 50V 52K6780 0.11 
@ CRCW0402200KFKED 200kohm +100ppm/°C 50V 52K6825 0.11 
@ CRCW0402249KFKED 249kohm +100ppm/°C 50V 52K6884 0.01 
@ CRCW0402301KFKED 301kohm +100ppm/°C 50V 52K6959 0.12 
@ CRCW0402499KFKED 499kohm +100ppm/°C 50V 52K7116 0.11 
@ CRCW04021M00FKED 1Mohm +100ppm/°C 50V 52K6593 0.13 
@ CRCW040210M0FKED 10Mohm +£100ppm/°C. 50V 52K6599 0.01 
0402 [1005 Metric], 63 mW, + 5% 
CRCW04021KO0JNTD 1kohm +200ppm/K 50V 23C6830 0.03 
PIM_91199 
Temp. Voltage Tape Cut 
Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ 
0805 [2012 Metric], 125 mW 
CRCW08050000ZSTA Oohm +100ppm/°C 150V 36C9353 0.17 
@ CRCW08050000Z0EB Oohm oh 150V 48P9971 0.11 
0805 [2012 Metric], 125 mW, + 1% 
@ CRCW08050000Z0EA Oohm +100ppm/°C 150V 52K9721 0.13 
@ CRCW08051ROOFNEA tohm +100ppm/°C 150V 52K9792 0.13 
@ CRCW08052R20FKEA 2.20hm +100ppm/°C 150V 52K9992 0.13 
> CONTINUED > 
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RESISTOR NETWORKS 


Temp. Voltage | Tape Cut _ | Temp. Voltage | Tape Cut 
Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ 
0805 [2012 Metric], 125 mW, + 1% 0805 [2012 Metric], 125 mW, + 1% 
@ CRCW08053R30FKEA 3.30hm +100ppm/K 150V 1137895 0.12 @ CRCW0805715RFKEA 7150hm +100ppm/°C 150V 53K0461 0.11 
@ CRCW08055R10FKEA 5.10hm +100ppm/K 150V 47P3744 0.13 @ CRCW0805750RFKEA 750ohm +100ppm/°C 150V 53K0470 0.01 
@ CRCW08055R62FKEA 5.62ohm | +100ppm/°C 150V 53K0322 0.14 @ CRCWO0805806RFKEA 806ohm +100ppm/°C 150V 53K0501 0.14 
@ CRCW08059R10FKEA 9.tohm +100ppm/K 150V 47P3764 0.03 @ CRCW0805820RFKEA 8200hm +100ppm/°C 150V 53K0509 0.01 
@ CRCW080510ROFKEB 10ohm +100ppm/K 150V 6541344 0.14 @ CRCW0805825RFKEA 8250hm +100ppm/°C 150V 53K0512 0.14 
@ CRCW080510ROFKEA 100hm £100ppm/°C 150V 52K9804 0.01 CRCW08051KOOFKTC 1kohm +100ppm/K 150V 48P9976 0.17 
@ CRCW080515ROFKEA 150hm +100ppm/°C 150V 52K9888 0.14 @ CRCW08051K10FKEA 1.1kohm +100ppm/°C 150V 52K9729 0.01 
@ CRCW080518R2FKEA 18.2ohm | +100ppm/°C 150V 52K9927 0.03 @ CRCW08051K18FKEA 1.18kohm | +100ppm/°C 150V 52K9733 0.01 
@ CRCW080520ROFKEA 20ohm +100ppm/°C 150V 52K9999 0.14 @ CRCW08051K20FKEA 1.2kohm +100ppm/°C 150V 52K9734 0.01 
@ CRCW080522ROFKEB 220hm +100ppm/K 150V 49P0664 0.03 @ CRCW08051K24FKEA 1.24kohm | +100ppm/°C 150V 52K9736 0.11 
@ CRCW080522R1FKEA 22.1ohm | +100ppm/°C 150V 53K0023 0.14 @ CRCWO08051K33FKEA 1.33kohm | +100ppm/°C 150V 52K9739 0.03 
@ CRCW080524R9FKEA 24.90hm | +100ppm/°C 150V 53K0046 0.01 @ CRCWO08051K47FKEA 1.47kohm | +100ppm/°C 150V 52K9743 0.03 
@ CRCW080527R4FKEA 27.4ohm | +100ppm/°C 150V 53K0075 0.02 @ CRCW08051K50FKEB 1.5kohm +100ppm/K 150V 65J1295 0.01 
@ CRCW080530R1FKEA 30.1ohm | +100ppm/°C 150V 53K0141 0.01 @ CRCWO08051K50FKEA 1.5kohm +100ppm/°C 150V 52K9744 0.01 
@ CRCW080533ROFKEA 33ohm +100ppm/°C 150V 53K0161 0.11 @ CRCWO08051K62FKEA 1.62kohm | +100ppm/°C 150V 52K9749 0.14 
@ CRCW080533R2FKEA 33.20hm | +100ppm/°C 150V 53K0162 0.12 @ CRCWO08051K65FKEA 1.65kohm | +100ppm/°C 150V 52K9750 0.01 
@ CRCW080540R2FKEA 40.20hm | +100ppm/°C 150V 53K0245 0.01 @ CRCW08051K69FKEA 1.69kohm | +100ppm/°C 150V 52K9752 0.01 
@ CRCW080547ROFKEA 47ohm £100ppm/°C 150V 53K0279 2s @ CRCWO08051K80FKEA 1.8kohm +100ppm/°C 150V 52K9754 0.03 
@ CRCW080547R5FKEA 47.50hm | +100ppm/°C 150V 53K0281 0.14 @ CRCWO08051K96FKEA 1.96kohm | +100ppm/°C 150V 52K9758 0.03 
@ CRCW080549R9FKEB 49.90hm +100ppm/K 150V 6542103 0.14 @ CRCW08052KO0FKEB 2kohm +100ppm/K 150V 65J1649 0.14 
@ CRCW080549R9FKEA 49.90hm | +100ppm/°C 150V 53K0293 = @ CRCW08052KO0FKEA 2kohm +100ppm/°C 150V 52K9945 = 
CRCW080549R9FKTA 49.9ohm | +100ppm/°C 150V 05F1503 0.06 @ CRCW08052KO5FKEA 2.05kohm | +100ppm/°C 150V 52K9947 0.01 
@ CRCW080551ROFKEA 5tohm +100ppm/°C 150V 53K0328 0.01 @ CRCW08052K15FKEA 2.15kohm | +100ppm/°C 150V 52K9950 0.01 
@ CRCW080551R1FKEA 51.1ohm | +100ppm/°C 150V 53K0329 0.01 @ CRCW08052K20FKEA 2.2kohm +100ppm/°C 150V 52K9951 0.14 
@ CRCW080560R4FKEA 60.4ohm | +100ppm/°C 150V 53K0403 0.03 CRCW08052K21FKTA 2.21kohm | +100ppm/°C 150V 91B4531 0.01 
@ CRCW080568R1FKEA 68.1ohm | +100ppm/°C 150V 53K0431 0.03 @ CRCW08052K21FKEA 2.21kohm | +100ppm/°C 150V 52K9952 0.14 
@ CRCW080575ROFKEA 75ohm +100ppm/°C 150V 53K0467 0.14 @ CRCW08052K37FKEA 2.37kohm | +100ppm/°C 150V 52K9955 0.03 
@ CRCW080578R7FKEA 78.7ohm | +100ppm/°C 150V 53K0475 = @ CRCW08052K43FKEA 2.43kohm | +100ppm/°C 150V 52K9958 0.01 
@ CRCW080582ROFKEA 820hm +100ppm/°C 150V 53K0505 0.01 @ CRCW08052K49FKEA 2.49kohm | +100ppm/°C 150V 52K9959 0.14 
@ CRCWO080582R5FKEA 82.50hm | +100ppm/°C 150V 53K0506 0.01 @ CRCW08052K70FKEA 2.7kohm +100ppm/°C 150V 52K9964 0.01 
@ CRCWO080590R9FKEA 90.90hm | +100ppm/°C 150V 53K0545 0.14 @ CRCW08052K74FKEA 2.74kohm | +100ppm/°C 150V 52K9965 0.02 
CRCW0805100RFKTA 100ohm +100ppm/°C 150V 05F1505 0.17 @ CRCW08052K80FKEA 2.8kohm +100ppm/°C 150V 52K9966 = 
@ CRCW0805100RFKEA 100ohm +100ppm/°C 150V 52K9809 = @ CRCW08053KO0FKEA 3kohm +100ppm/°C 150V 53K0091 0.01 
@ CRCW0805120RFKEA 1200hm +100ppm/°C 150V 52K9845 0.01 @ CRCW08053K01FKEA 3.01kohm | +100ppm/°C 150V 53K0092 0.13 
@ CRCW0805121RFKEA 1210hm £100ppm/°C 150V 52K9848 0.14 @ CRCW08053K16FKEA 3.16kohm | +100ppm/°C 150V 53K0095 = 
@ CRCW0805124RFKEA 1240hm +100ppm/°C 150V 52K9850 0.01 @ CRCW08053K30FKEA 3.3kohm +100ppm/°C 150V 53K0097 0.14 
@ CRCW0805130RFKEA 1300hm +100ppm/°C 150V 52K9862 0.01 @ CRCW08053K32FKEA 3.32kohm | +100ppm/°C 150V 53K0099 0.13 
@ CRCWO0805150RFKEA 150ohm +100ppm/°C 150V 52K9892 0.14 @ CRCW08053K48FKEA 3.48kohm | +100ppm/°C 150V 53K0101 0.01 
@ CRCW0805165RFKEA 1650hm £100ppm/°C 150V 52K9911 0.03 @ CRCWO08053K65FKEA 3.65kohm | +100ppm/°C 150V 53K0105 0.14 
@ CRCW0805169RFKEA 1690hm £100ppm/°C 150V 52K9913 0.02 @ CRCW08053K74FKEA 3.74kohm | +100ppm/°C 150V 53K0106 0.14 
@ CRCW0805180RFKEA 1800hm +100ppm/°C 150V 52K9930 0.14 @ CRCWO08053K83FKEA 3.83kohm | +100ppm/°C 150V 53K0107 0.03 
@ CRCW0805182RFKEA 1820hm +100ppm/°C 150V 52K9932 0.14 @ CRCW08053K90FKEA 3.9kohm +100ppm/°C 150V 53K0108 0.10 
@ CRCWO0805200RFKEA 200ohm +100ppm/°C 150V 53K0006 0.01 @ CRCW08053K92FKEA 3.92kohm | +100ppm/°C 150V 53K0109 0.14 
@ CRCW0805220RFKEA 2200hm +100ppm/°C 150V 53K0026 0.14 @ CRCW08054K02FKEA 4.02kohm | +100ppm/°C 150V 53K0205 0.01 
@ CRCW0805221RFKEA 2210hm £100ppm/°C 150V 53K0029 0.03 @ CRCW08054K30FKEA 4.3kohm +100ppm/°C 150V 53K0210 0.03 
@ CRCW0805237RFKEA 2370hm +100ppm/°C 150V 53K0039 0.03 @ CRCW08054K42FKEA 4.42kohm | +100ppm/°C 150V 53K0212 0.14 
@ CRCW0805240RFKEA 2400hm £100ppm/°C 150V 53K0048 0.04 CRCW08054K70FKTA 4.7kohm +100ppm/°C 150V 25C1894 = 
@ CRCW0805243RFKEA 243ohm £100ppm/°C 150V 53K0050 0.04 @ CRCW08054K70FKEA 4.7kohm +100ppm/°C 150V 53K0215 0.13 
@ CRCW0805249RFKEA 249ohm +100ppm/°C 150V 53K0052 0.01 @ CRCW08054K75FKEA 4.75kohm | +100ppm/°C 150V 53K0217 0.01 
@ CRCW0805267RFKEA 2670hm +100ppm/°C 150V 53K0068 0.01 @ CRCW08054K87FKEA 4.87kohm | +100ppm/°C 150V 53K0218 0.14 
@ CRCW0805270RFKEA 2700hm £100ppm/°C 150V 53K0077 0.12 @ CRCW08054K99FKEA 4.99kohm | +100ppm/°C 150V 53K0219 0.17 
@ CRCW0805274RFKEA 2740hm +100ppm/°C 150V 53K0079 0.14 CRCWO08055KOOFKTA 5kohm +100ppm/K 150V 49H8224 0.03 
@ CRCW0805300RFKEA 3000hm £100ppm/°C 150V 53K0144 0.14 @ CRCW08055K10FKEA 5.1kohm £100ppm/°C 150V 53K0298 0.14 
@ CRCW0805301RFKEA 301ohm £100ppm/°C 150V 53K0146 0.14 @ CRCW08055K11FKEA 5.11kohm | +100ppm/°C 150V 53K0300 0.14 
@ CRCW0805330RFKEA 3300hm +100ppm/°C 150V 53K0164 0.02 @ CRCW08055K36FKEA 5.36kohm | +100ppm/°C 150V 53K0303 0.03 
@ CRCW0805332RFKEA 3320hm +100ppm/°C 150V 53K0166 0.14 @ CRCWO08055K62FKEA 5.62kohm | +100ppm/°C 150V 53K0306 0.01 
@ CRCW0805348RFKEA 348ohm +100ppm/°C 150V 53K0175 0.01 @ CRCW08055K90FKEA 5.9kohm +100ppm/°C 150V 53K0308 0.01 
@ CRCW0805357RFKEA 3570hm +100ppm/°C 150V 53K0180 0.14 @ CRCWO8056K04FKEA 6.04kohm | +100ppm/°C 150V 53K0365 0.03 
@ CRCW0805365RFKEA 365ohm +100ppm/°C 150V 53K0187 0.01 @ CRCWO08056K19FKEA 6.19kohm | +100ppm/°C 150V 53K0366 0.13 
@ CRCW0805402RFKEA 4020hm +100ppm/°C 150V 53K0247 0.14 @ CRCW08056K20FKEA 6.2kohm +100ppm/°C 150V 53K0368 0.03 
@ CRCW0805432RFKEA 4320hm £100ppm/°C 150V 53K0265 0.01 @ CRCWO08056K34FKEA 6.34kohm | +100ppm/°C 150V 53K0369 0.01 
@ CRCW0805470RFKEA 4700hm +100ppm/°C 150V 53K0284 0.14 @ CRCWO08056K80FKEA 6.8kohm +100ppm/°C 150V 53K0372 0.01 
@ CRCW0805475RFKEA 4750hm +100ppm/°C 150V 53K0286 0.01 @ CRCWO08056K81FKEA 6.81kohm | +100ppm/°C 150V 53K0373 0.01 
@ CRCW0805487RFKEA 4870hm £100ppm/°C 150V 53K0290 0.03 @ CRCW08056K98FKEA 6.98kohm | +100ppm/°C 150V 53K0374 0.03 
@ CRCW0805499RFKEB 499ohm +100ppm/K 150V 6552108 0.01 @ CRCW08057K15FKEA 7.15kohm | +100ppm/°C 150V 53K0440 0.11 
@ CRCW0805499RFKEA 499ohm +100ppm/°C 150V 53K0296 0.03 @ CRCW08057K32FKEA 7.32kohm | +100ppm/°C 150V 53K0441 0.01 
@ CRCW0805510RFKEA 5100hm +100ppm/°C 150V 53K0332 0.14 @ CRCWO08057K50FKEA 7.5kohm +100ppm/°C 150V 53K0442 0.01 
@ CRCW0805511RFKEA 511ohm +100ppm/°C 150V 53K0335 0.01 @ CRCWO08057K87FKEA 7.87kohm | +100ppm/°C 150V 53K0446 0.02 
@ CRCW0805560RFKEA 560ohm +100ppm/°C 150V 53K0351 0.01 @ CRCWO8058KO6FKEA 8.06kohm | +100ppm/°C 150V 53K0478 0.01 
@ CRCW0805620RFKEA 6200hm +100ppm/°C 150V 53K0413 0.14 @ CRCW08058K25FKEA 8.25kohm | +100ppm/°C 150V 53K0480 0.01 
@ CRCW0805665RFKEA 665ohm £100ppm/°C 150V 53K0427 0.14 @ CRCW08058K87FKEA 8.87kohm | +100ppm/°C 150V 53K0483 0.14 
@ CRCW0805681RFKEA 681ohm £100ppm/°C 150V 53K0435 0.14 @ CRCWO08059KO9FKEA 9.09kohm =| +100ppm/°C 150V 53K0525 0.14 
> CONTINUED > > CONTINUED > 


88 Go online or call for non-compliant or ROHS Compliant products. See page 2 


RESISTORS, THERMISTORS & POTENTIOMETERS 


RESISTOR NETWORKS 


Temp. | Voltage Tape Cut Temp. | Voltage Tape Cut 
Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ 
0805 [2012 Metric], 125 mW, + 1% 0805 [2012 Metric], 125 mW, + 1% 
@ CRCW08059K31FKEA 9.31kohm | #100ppmi°c | 150V 53K0529 0.44 @ CRCWO0805124KFKEA f2dkohm | #100ppm/°c | 150V | 52K9B49 0.01 
@ CRCWO08059K53EKEA 9.53kohm | #100ppmi°c | 150V 53K0530 = @ CRCWO0805130KFKEA 130kohm | #100ppm/°c | 150V | 52K9860 0.14 
@ CRCW08059K76FKEA 9.76kohm | #100ppm/*C 50V 53K0532 0.44 @ CRCWO0805137KFKEA 437kohm | £100ppmi°c | 150V | 52KQB66 0.03 
@ CRCWO080510K7FKEA 10.7kohm | £100ppmi*C 50V 52K9800 0.14 @ CRCW0805150KFKEA 150kohm | £100ppm/sc | 150V | 52K9891 0.13 
@ CRCW080511KOFKEA fkohm | #100ppmi°c_ | 150V 52K9818 0.44 CRCWO0805200KFKTB 200kchm | £100ppm/K | 150V | 49P0626 0.47 
@ CRCW080511K3FKEA 14.3kohm £100ppm/°C 150V 52K9819 0.01 @ CRCW0805200KFKEA 200kohm £100ppm/°C 150V 53K0004 0.13 
@ CRCWO080511KSFKEA 11.5kohm | _£100ppm/°C 50V 52K9820 0.13 @ CRCW0805221KFKEA 221kohm | £100ppm°C | 150V | 53K0028 0.14 
@ CRCWO080512KOFKEA 2kohm | £100ppmi°C 50V 52K9836 0.414 @ CRCW0805249KFKEA 249kochm | £100ppmi°C | 150V | 53K0054 0.01 
@ CRCWO080512K1FKEA T2.1kohm | £100ppmi°c | 150V 52K9837 0.01 @ CRCWO0805301KFKEA 301kohm | £100ppmi°c | 150V | 53K0145 0.01 
@ CRCWO080512K4FKEA 12.4kohm | £100ppmiec | — 150V 52K9838 0.14 @ CRCWO0805374KFKEA 374kohm | £100ppmi°c | 150V | 53K0194 am 
@ CRCWO080512K7FKEA T27kohm | #100ppmi°c | 150V 52K9839 0.03 @ CRCW0805475KFKEA 475kohm | £100ppmi°C | 150V | 53K0285 0.03 
@ CRCWO080513KOFKEA 3kohm | _£100ppmi°C 50V 52K9854 0.01 CRCWO805499KFKTA 499kochm | £100ppm°c | 150V | 9287209 0.17 
@ CRCWO080514KOFKEA t4kohm | £100ppmisc | 150V 52K9868 0.01 @ CRCWO0805499KFKEA 49okohm | £100ppm°c | 150V | 53K0295 0.13 
@ CRCWO080514K7FKEA Ta.7kohm | £100ppmi°c | 150V 52K9871 0.03 @ CRCWO0805681KFKEA @8ikohm | £100ppmi°c | 150V | 53K0434 0.01 
CRCWO080515KOFKTA Skohm | _£100ppm/°C 50V 19C6518 0.02 CRCWO08051MO0FKTB ‘iMohm ~100ppmik | 150V | 49P0051 0.17 
@ CRCWO080515KOFKEA Skohm | £100ppmi°C 50V 52K9882 0.14 @ CRCW08051MSOFKEA 15Mohm | £100ppmisc | 150V | 42K4237 0.03 
@ CRCWO080515K8FKEA 15.8kohm | £100ppmi°c | 150V 52K9886 0.10 @ CRCWO08052MO0FKEA 2Mohm | £100ppmiec | 150v | 42Kase2 0.01 
@ CRCW080516K2FKEA 16.2kohm | £100ppmi°c | 150V 52K9898 0.14 @ CRCWO8052M2iFKEA | 221Mohm | 2100ppmi°c | 150v | 42Ka364 0.03 
@ CRCWO080516K5FKEA 16.5kohm | £100ppmi°C 50V 52K9899 0.01 @CRCWOBOSEMIIFKEA | 5.11Mohm | 2100ppm/°c | 150V | 53K0310 0.03 
@ CRCW080516KOFKEA 76.9kohm | =100ppmi°c | 150V 52K9900 0.01 0805 [2012 Metric], 125 mW, + 5% 
@ CRCWO080517K4FKEA t7dkohm | £100ppmi°c | 150V 52K9914 0.03 CRCWO805100RJNTA TO0ohm | £200ppm/K | 150V | 57K6355 0.06 
@ CRCW080518KOFKEA tékohm | +100ppmi°C 50V 52K9923 0.44 @ CRCW08051KOOJNEB tkohm #200ppmiK | 150V 651337 0.11 
@ CRCWO080518K2FKEA 18.2kohm | £100ppmi°C 50V 52K9924 0.03 @ CRCWO08051KOOJNEA tkohm | 2200ppmi°c | 150V | 52K9725 0.11 
@ CRCW080518K7FKEA 78.7kohm | £100ppmi°c | 150V 52K9925 0.01 @ CRCW08052K20JNEB 22kohm | £200ppm/iK | 150V 651601 0.02 
@ CRCW080519K6FKEA 19.6kohm | +100ppm/°C 150V 52K9937 0.04 @ CRCW08054K70JNEB 4.7kohm +200ppm/K 150V 65J2003 0.14 
@ CRCWO080520K0FKEB 20kohm | _+100ppm/K 150V 651661 0.14 @ CRCWO080510KOJNEB Tokohm | +200ppm/K | 150V 651362 0.01 
@ CRCWO080520KOFKEA 20kohm | £100ppmi°C 50V 52K9995 = @ CRCWO080510KOJNEA TOkohm | £200ppmi°C | 150V | 52K9797 0.11 
@ CRCWO080521KOFKEA 2ikohm | 2100ppmi°c | 150V 53K0010 0.01 @ CRCWO0805100KJNEB fO0kohm | £200ppmik | 150V 651376 0.12 
@ CRCWO080521K5EKEA 21.5kohm | #100ppmi°c | 150V 53K0011 0.01 PIM_ 5787647 
@ CRCW080522K1FKEA 22.1kohm | _#100ppm/*C 50V 53K0020 0.01 
@ CRCW080523K7FKEA 2.7kohm | #100ppmi°C 50V 53K0033 0101 
= 5 Temp. Voltage Tape Cut 
@ CRCWO080524K9FKEA 24.9kohm | #100ppmi°C | 150V 53K0043 0.01 iti: Part fade Coutdent | Rate, | ie 
@ CRCWO80525K5EKEA 25.5kohm | #100ppmi°c | 150V 53K0053 = 0603 [1608 Metric], 100 mW 
© CRCWO80527KOFKEA 27kohm | _ £100ppmi'C 50V LOA 0.01 @ CRCW06030000Z0EA Oohm | £100ppmi°C 75V 52K8014 001 
@ CRCWO80527K4FKEA 27.4kohm | _*100ppmi"C 50V eokOrs 0.01 CRCWO6030000ZSTA Oohm | #100ppmi°C 75V 3609017 0.15 
@ CRCWO080528KOFKEA 28kohm | =100ppmi°c | 150V 53K0080 0.03 CRCWOBO30000Z8TB Conn S 75V 48P7899 0.15 
@ CRCWO080529K4FKEA 29.4kohm +100ppm/°C 50V 53K0087 0.01 0603 [1608 Metric], 100 mW, + 1% 
@ CRCWO080530KOFKEA 30kohm | £400ppmi°c | 150V 53K0136 0.01 Scan ‘aim | Sige 7 RGGI au 
@ CRCW080530K1FKEA 30.1kohm | _#100ppmi°C 50V 53K0137 0.01 @ CREWEG3 REDEKEA Téonm | #100ppmik sy are a6 
@ CRCWO080533KOFKEA 33kohm | _£100ppm/°C 50V 53K0158 0.14 SERCO ohm | 100ppmi°C ay aoe aut 
@ CROWOB0533K2FKEA 33.2kohm | +100ppmi"C_ | _150V 53K0159 0.01 @ CRCWO06032ROOFKEA 2ohm 100ppmiK 75V 53K7679 0.13 
© CRCWO80534K8FKEA 34.8kohm | £100ppm/"C 50V ND 0.14 @ CRCW06032R20FKEA 220hm | #100ppmiK 75V 55M8178 0.01 
@ CRCW080536K5FKEA 36.5kohm +100ppm/°C 50V 53K0182 0.14 @ CRCW06033RO00FKEA 30hm +100ppm/K 75V 86K8597 0.11 
© CRCWO80538K3FKEA 38.dkohm | *100ppm/*C | _150V OES 0.11 @ CRCWO06034R70FKEA 47ohm | #100ppmiK 75V 96M9097 0.11 
@ CRCWOB0S39KOFKEA 38kohm | £100ppm/°C 50V S3K0197 0.01 @ CRCW06034R75FNEA 4.750hm | £100ppm/°C 75V 42K3901 0.04 
© CRCWO80539K2FKEA 39.2kohm_|_*100ppm/*C 50V S083 0.13 @ CRCWO06034R75FKEA 475ohm | £100ppmiK 75V 47P3595 0.11 
@ CRCWOB0541K2FKEA | 41.2kohm | £100ppmi°C | 150V 53K0248 0.14 SckcORURSHEA 4990hm | #100ppmik zy PARC nee 
@ CRCW080547KOFKEA 47kohm | #100ppmi°c | 150V 53K0277 0.14 Scecuan runes B.tohm | 1009pmiK Ty Rae aa 
© CRCWO080547KSFKEA 47.dkohm | _*100ppm/"C 50V eoK0278 a © CRCW06035R11FKEA 5.Mohm | _#100ppmiK 75V 47P3604 0.01 
@CRCWOSOS4BK7FKEA | 48.7kohm | =100ppmi"C_| _150V__SSRO2Eg 0.03 © CRCWO060310ROFKEA fohm | 2#100ppmi°C_| _75V 52K8073 = 
@ CRCW080549K9FKEB 49.9kohm | __ #100ppmiK 150V 6542106 0.02 @ CRCW060310ROFKEB 10ohm £100ppmiK 75V 434104 0.11 
@ CRCW080549K9FKEA 49.9kohm +100ppm/°C 150V 53K0291 0.01 “@CRCWOG0310R2EKEA | 1020hm | =100ppmic |  7ev. | sSakeo7a |. 
@ CRCWO080551KOFKEA Stkohm | _+100ppm/°C SOV 53K0326 0.01 @ CRCW060311ROFKEA ‘ohm | £100ppm/°C 75V 52K8089 0.02 
@ CRCWO080551K1FKEA 51tkohm | +100ppm/°C SOV 53K0327 = @ CRCW060311R5FKEA T5ohm | £100ppm/°C 75V 52K8092 0.02 
@ CRCWO80556KOFKEA Sékohm | _+100ppm/°C 50V 53K0346 0.14 @ CRCW060312ROFKEA f2ohm |  £100ppm/*C 75V 52K8108 0.01 
@ CRCW080556K2FKEA 56.2kohm | #100ppmi°C 50V 53K0348 0.03 @ CRCWOG031EROFKEA ‘ohm ) #100ppm/°C 75V 42K3723 0.01 
@ CRCWO80S59KOFKEA 5okohm | £100ppm/°C 50V 53K0361 0.04 @ CRCWO060316R5FKEA 16.5ohm | £100ppm/°C 75V 52K8175 0.02 
@ CRCWO80560K4FKEA 60.4kohm | #100ppmi°c | 150V 53K0402 0.01 @ CRCWOEIREROEKEA 160hm | 2#100ppm°C _ Rata Or 
@ CRCWO80566K5EKEA 66.5kohm | _#100ppmi°C 50V 53K0424 0.03 ae cROWOEnaITRAREER ‘7dohm | £100ppmi"C Ty FaRaiad — 
@ CRCWO080568K0FKEA 68kohm | _#100ppmi°C 50V 53K0428 0.14 me CROWOGUSIEROEKEA ‘Goh | zfO00pon°C aay FaKitD aHG 
@ CRCW080568K1FKEA 68.1kohm | #100ppmi°c | 150V 53K0429 0.44 @ CRCWUEIS GRDEKER te 2onm | £100ppmi7C aa are aa 
© CRCW080573K2FKEA 73.2kohm | #100ppmi*C_ | _ 150V pskOse2 0.03 @ CRCWO060319R6FKEA 49.6ohm | _£100ppmi°c 75V 42K3757 0.01 
@ CRCWO080575KOFKEA 75kohm | _£100ppmi°C 50V 53K0466 0.14 ‘a CROWOGISDOROEKER 2oohm | 2 100ppm/°C Ty FaaaeS aaa 
© CRCWO80580K6FKEA 80.6kohm | +100ppmi*C 50V 530498 0.14 @ CRCWO060322ROFKEA 22ohm | £100ppmi°C 75V 52K8291 0.11 
© CRCWOB0S90K9FKEA 90.9kohm | #100ppmi"C_ | __150V esK0s! 0.04 @ CRCWO060322R1FKEA 22.10hm | £100ppm/°C 75V 52K8293 0.01 
@ CRCW080591KOFKEA 9tkohm | £400ppm/°c | 150V 53K0548 = @ CRCWOGU3PAROFKEA adien | 20S Ty aah aa 
@ CRCW0805100KFKEB TO0kohm | _£100ppm/K 50V 6541373 0.14 a CROWORIIDAROFKEA Mason 100ppmPC aay aa = 
@ CRCWO0805105KFKEA T05kohm | #100ppmi°C 50V 52K9813 0.03 we CROWN ERI KEE %6-tohm | 2 100ppmr°C aay eaKaaae aa 
@ CRCWO0805110KFKEA “0kohm | _£100ppmi°C 50V 52K9827 0.01 @ CRCWIcIaTTROFKEA DTohm ~) =100ppmi°C TeV 52K8347 aah 
@ CRCW0805115KFKEA 145kohm | _+100ppm/°C 50V 52K9832 0.01 @ CRCW060327R4FKEA 274ohm | £100ppm/°C 75V 52K8349 0.11 
@ CRCWO0805120KFKEA 720kohm | #100ppmi°c | 150V 52K9843 0.03 ® CRCWOGOS0ROPKEA 30ohm | 2 100ppm/°C zy FaKSIUE 5a 
@ CRCWOBOS121KFKEA Waikonm | <2 100epMee SOV eee 0.01 @ CRCW060330R1FKEA 30.tohm | £100ppmi°C | 75V 52K8406 O41 
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RESISTOR NETWORKS 


Temp. Voltage | Tape Cut _ Temp. Voltage | Tape Cut 
Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ 
0603 [1608 Metric], 100 mW, + 1% 0603 [1608 Metric], 100 mW, + 1% 
@ CRCW060331R6FKEA 31.6ohm +100ppm/°C 75V 52K8418 0.01 @ CRCWO06033K30FKEA 3.3kohm +100ppm/°C 75V 52K8376 0.11 
@ CRCW060333ROFKEA 33ohm +100ppm/°C 75V 52K8429 0.01 @ CRCW06033K32FKEA 3.32kohm | +100ppm/°C 75V 52K8379 0.01 
@ CRCW060333R2FKEA 33.2ohm £100ppm/°C 75V 52K8430 0.11 @ CRCWO06033K40FKEA 3.4kohm +100ppm/°C 75V 52K8380 0.01 
@ CRCW060334ROFKEA 34ohm £100ppm/°C 75V 52K8439 0.02 @ CRCW06033K48FKEA 3.48kohm | +100ppm/°C mV 52K8381 0.01 
@ CRCW060337R4FKEA 37.4ohm +100ppm/°C 75V 52K8463 0.11 @ CRCW06033K60FKEA 3.6kohm +100ppm/°C 75V 52K8383 0.14 
@ CRCW060339ROFKEA 390hm +100ppm/°C TV 52K8476 0.11 @ CRCW06033K65FKEA 3.65kohm | +100ppm/°C 75V 52K8385 0.01 
@ CRCW060339R2FKEA 39.20hm +100ppm/°C 75V 52K8478 0.01 @ CRCW06033K74FKEA 3.74kohm | +100ppm/°C 75V 52K8387 0.01 
@ CRCW060349R9FKEB 49.9ohm £100ppm/K 7V 4304442 0.14 @ CRCW06033K90FKEA 3.9kohm £100ppm/°C mV 52K8389 0.11 
@ CRCW060380R6FKEA 80.6ohm +100ppm/°C 75V 52K8733 0.04 @ CRCW06033K92FKEA 3.92kohm | +100ppm/°C 75V 52K8390 0.11 
@ CRCW060382ROFKEA 82ohm +100ppm/°C 75V 52K8738 0.14 @ CRCW06034K02FKEA 4.02kohm | +100ppm/°C 75V 52K8483 0.01 
@ CRCW060382R5FKEA 82.50hm +100ppm/°C 75V 52K8740 0.01 @ CRCW06034K12FKEA 4.12kohm | +100ppm/°C 75V 52K8485 0.14 
@ CRCW060384R5FKEA 84.5ohm £100ppm/°C TV 52K8748 0.04 @ CRCW06034K22FKEA 4.22kohm | +100ppm/°C 75V 42K3893 0.02 
@ CRCW060386R6FKEA 86.6ohm +100ppm/°C 75V 52K8752 0.02 @ CRCW06034K32FKEA 4.32kohm | +100ppm/°C 75V 52K8487 0.11 
@ CRCWO060390ROFKEA 90.9ohm +100ppm/°C 75V 52K8766 0.14 @ CRCW06034K53FKEA 4.53kohm | +100ppm/°C 75V 52K8490 0.11 
@ CRCW060391ROFKEA 91ohm +100ppm/°C 75V 52K8773 0.02 @ CRCW06034K70FKEA 4.7kohm +100ppm/°C 75V 52K8494 = 
@ CRCW0603100RFKEA 100ohm +100ppm/°C 75V 52K8078 = @ CRCW06034K75FKEA 4.75kohm | +100ppm/°C 75V 52K8497 eS 
CRCW0603100RFKTA 100ohm +100ppm/°C 75V 66F9065 0.01 @ CRCW06034K87FKEA 4.87kohm | +100ppm/°C 75V 52K8498 0.11 
@ CRCW0603105RFKEA 1050hm +100ppm/°C 75V 52K8083 0.02 @ CRCW06034K99FKEA 4.99kohm | +100ppm/°C 75V 52K8500 = 
@ CRCW0603110RFKEA 1100hm +100ppm/°C 75V 52K8095 0.01 @ CRCW06034K99FKEB 4.99kohm +100ppm/K 75V 43C4391 0.14 
@ CRCW0603150RFKEB 150ohm +100ppm/K 75V 48P8390 0.11 @ CRCWO06035K10FKEA 5.1kohm +100ppm/°C 75V 52K8571 0.11 
@ CRCW0603330RFKEB 3300hm +100ppm/K 75V 48P9084 0.11 @ CRCW06035K11FKEA 5.11kohm | +100ppm/°C 75V 52K8573 0.01 
@ CRCW0603412RFKEA 4120hm £100ppm/°C 75V 52K8517 0.11 @ CRCWO06035K23FKEA 5.23kohm | +100ppm/°C 75V 52K8575 0.14 
@ CRCW0603536RFKEA 536ohm +100ppm/°C 75V 52K8609 0.01 @ CRCW06035K49FKEA 5.49kohm | +100ppm/°C 75V 52K8577 0.14 
@ CRCW0603681RFKEA 6810hm £100ppm/°C 75V 52K8687 0.02 @ CRCWO06035K60FKEA 5.6kohm +100ppm/°C 75V 52K8578 = 
@ CRCW06031KOOFKEA 1kohm +100ppm/°C 75V 52K8015 = @ CRCW06035K76FKEA 5.76kohm | +100ppm/°C 75V 52K8580 0.11 
CRCW06031KOOFKTA 1kohm +100ppm/°C 75V 66F9079 0.16 @ CRCWO06035K90FKEA 5.9kohm +100ppm/°C 75V 52K8581 0.01 
@ CRCWO06031KO2FKEA 1.02kohm | +100ppm/°C 75V 52K8019 0.11 @ CRCWO6036K04FKEA 6.04kohm | +100ppm/°C 75V 52K8634 0.10 
@ CRCW06031K05FKEA 1.05kohm | +100ppm/°C 75V 52K8020 0.13 @ CRCW06036K19FKEA 6.19kohm | +100ppm/°C 75V 52K8635 0.01 
@ CRCW06031K07FKEA 1.07kohm | +100ppm/°C 75V 52K8021 0.14 @ CRCW06036K49FKEA 6.49kohm | +100ppm/°C 75V 52K8637 0.01 
@ CRCWO06031K13FKEA 1.43kohm | +100ppm/°C 75V 52K8022 0.01 @ CRCWO06036K80FKEA 6.8kohm +100ppm/°C 75V 52K8640 0.14 
@ CRCWO06031K18FKEA 1.18kohm | +100ppm/°C 75V 52K8024 0.01 @ CRCWO06036K81FKEA 6.81kohm | +100ppm/°C 75V 52K8641 0.01 
@ CRCWO06031K20FKEA 1.2kohm +100ppm/°C 75V 52K8025 0.04 @ CRCW06036K98FKEA 6.98kohm | +100ppm/°C 75V 42K3980 0.02 
@ CRCWO06031K21FKEA 1.21kohm | +100ppm/°C 75V 52K8027 0.02 @ CRCW06037K15FKEA 7.15kohm | +100ppm/°C 75V 52K8693 0.10 
@ CRCWO06031K30FKEA 1.3kohm +100ppm/°C 75V 52K8031 0.12 @ CRCW06037K32FKEA 7.32kohm | +100ppm/°C 75V 52K8695 0.02 
@ CRCW06031K33FKEA 1.33kohm | +100ppm/°C 75V 52K8033 0.01 @ CRCW06037K50FKEA 7.5kohm +100ppm/°C 75V 52K8696 0.14 
@ CRCW06031K43FKEA 1.43kohm | +100ppm/°C 75V 52K8035 0.01 @ CRCW06037K68FKEA 7.68kohm | +100ppm/°C 75V 52K8697 0.11 
@ CRCW06031K50FKEA 1.5kohm +100ppm/°C 75V 52K8036 = @ CRCW06037K87FKEA 7.87kohm | +100ppm/°C 75V 52K8698 0.01 
@ CRCWO06031K54FKEA 1.54kohm | +100ppm/°C 75V 52K8038 0.11 @ CRCWO6038KO6FKEA 8.06kohm | +100ppm/°C 75V 52K8722 0.11 
@ CRCW06031K60FKEA 1.6kohm £100ppm/°C 75V 52K8040 0.11 @ CRCWO06038K20FKEA 8.2kohm +100ppm/°C 75V 52K8724 0.14 
@ CRCW06031K65FKEA 1.65kohm | +100ppm/°C TV 52K8043 0.01 @ CRCW06038K25FKEA 8.25kohm | +100ppm/°C 75V 52K8726 0.01 
@ CRCW06031K69FKEA 1.69kohm | +100ppm/°C 75V 52K8044 0.01 @ CRCW06038K45FKEA 8.45kohm | +100ppm/°C 75V 52K8728 0.01 
@ CRCWO06031K74FKEA 1.74kohm | +100ppm/°C 75V 52K8045 0.01 @ CRCWO06038K66FKEA 8.66kohm | +100ppm/°C 75V 52K8729 0.01 
@ CRCW06031K78FKEA 1.78kohm | +100ppm/°C 75V 42K3651 0.01 @ CRCWO06039KO9FKEA 9.09kohm | +100ppm/°C 75V 52K8759 0.01 
@ CRCWO06031K80FKEA 1.8kohm +100ppm/°C 75V 52K8047 0.14 @ CRCW06039K10FKEA 9.1kohm +100ppm/°C 75V 52K8760 0.01 
@ CRCW06031K82FKEA 1.82kohm | +100ppm/°C 75V 52K8048 an @ CRCW06039K31FKEA 9.31kohm | +100ppm/°C 75V 52K8762 0.01 
@ CRCWO06031K87FKEA 1.87kohm | +100ppm/°C 75V 52K8049 0.01 @ CRCW06039K53FKEA 9.53kohm | +100ppm/°C 75V 52K8763 0.11 
@ CRCWO06031K91FKEA 1.91kohm | +100ppm/°C 75V 52K8050 0.04 @ CRCW06039K76FKEA 9.76kohm | +100ppm/°C 75V 52K8764 0.11 
@ CRCW06031K96FKEA 1.96kohm | +100ppm/°C 75V 52K8051 0.02 @ CRCWO060310KOFKEA 10kohm +100ppm/°C 75V 52K8062 ~~ 
@ CRCW06032KO0FKEA 2kohm +100ppm/°C 75V 52K8223 = CRCW060310KOFKTA 10kohm +100ppm/°C 75V 66F9086 0.16 
@ CRCW06032KO5FKEA 2.05kohm | +100ppm/°C TV 52K8225 0.02 @ CRCWO060310KOFKEB 10kohm +100ppm/°C 75V 26R4043 0.14 
@ CRCW06032K10FKEA 2.1kohm £100ppm/°C 7V 52K8226 0.11 CRCW060310KOFKTB 10kohm +100ppm/K 75V 25H9887 0.03 
@ CRCW06032K15FKEA 2.15kohm | +100ppm/°C 75V 52K8227 0.11 @ CRCWO060310K2FKEA 10.2kohm | +100ppm/°C 75V 52K8067 0.11 
@ CRCW06032K20FKEA 2.2kohm £100ppm/°C 75V 52K8228 0.14 @ CRCW060310K7FKEA 10.7kohm | +100ppm/°C 75V 52K8069 0.01 
@ CRCW06032K20FKEB 2.2kohm £100ppm/K 75V 48P8511 0.11 @ CRCWO060311K5FKEA 11.5kohm £100ppm/°C 75V 52K8087 0.11 
@ CRCW06032K21FKEA 2.21kohm | +100ppm/°C 75V 52K8229 = @ CRCWO060311K8FKEA 11.8kohm | +100ppm/°C 75V 52K8088 0.01 
@ CRCW06032K26FKEA 2.26kohm | +100ppm/°C 75V 52K8231 0.01 @ CRCWO060312KOFKEA 12kohm +100ppm/°C 75V 52K8103 0.13 
@ CRCW06032K37FKEA 2.37kohm | +100ppm/°C 75V 52K8232 0.11 @ CRCW060312K1FKEA 12.1kohm | +100ppm/°C 75V 52K8105 0.11 
@ CRCW06032K40FKEA 2.4kohm +100ppm/°C 75V 52K8233 0.02 @ CRCWO060312K4FKEA 12.4kohm | +100ppm/°C 75V 52K8106 0.01 
@ CRCW06032K43FKEA 2.43kohm | +100ppm/°C 75V 52K8235 0.01 @ CRCW060312K7FKEA 12.7kohm | +100ppm/°C 75V 52K8107 0.11 
@ CRCW06032K49FKEA 2.49kohm | +100ppm/°C 75V 52K8236 0.11 @ CRCW060313KOFKEA 13kohm +100ppm/°C 75V 52K8121 0.01 
@ CRCW06032K55FKEA 2.55kohm | +100ppm/°C 75V 52K8237 0.01 @ CRCW060313K3FKEA 13.3kohm | +100ppm/°C 75V 52K8122 0.14 
@ CRCW06032K61FKEA 2.61kohm | +100ppm/°C 75V 52K8239 0.01 @ CRCW060314KOFKEA 14kohm +100ppm/°C 75V 52K8133 0.01 
@ CRCW06032K67FKEA 2.67kohm | +100ppm/°C 75V 52K8241 0.01 @ CRCW060314K3FKEA 14.3kohm | +100ppm/°C 75V 52K8135 0.11 
@ CRCW06032K70FKEA 2.7kohm +100ppm/°C 75V 52K8242 = @ CRCW060314K7FKEA 14.7kohm | +100ppm/°C 75V 52K8136 0.01 
@ CRCW06032K74FKEA 2.74kohm | +100ppm/°C 75V 52K8244 0.02 @ CRCW060315KOFKEA 15kohm +100ppm/°C 75V 52K8151 = 
@ CRCW06032K80FKEA 2.8kohm +100ppm/°C 75V 52K8245 0.01 @ CRCW060315KOFKEB 15kohm +100ppm/K 75V 48P8365 0.01 
@ CRCW06032K87FKEA 2.87kohm | +100ppm/°C 75V 52K8246 0.01 @ CRCWO060315K4FKEA 15.4kohm | +100ppm/°C 75V 52K8152 0.11 
@ CRCW06033KO0FKEA 3kohm +100ppm/°C 75V 52K8368 0.11 @ CRCW060315K8FKEA 15.8kohm | +100ppm/°C 75V 52K8154 0.11 
@ CRCW06033K01FKEA 3.01kohm | +100ppm/°C 75V 52K8370 0.01 @ CRCW060316KOFKEA 16kohm +100ppm/°C 75V 52K8166 0.01 
@ CRCW06033KO9FKEA 3.09kohm | +100ppm/°C 75V 52K8372 0.01 @ CRCW060316K2FKEA 16.2kohm | +100ppm/°C 75V 52K8168 0.01 
@ CRCW06033K16FKEA 3.16kohm | +100ppm/°C TV 52K8374 0.11 @ CRCWO060316K5FKEA 16.5kohm | +100ppm/°C 75V 52K8169 0.01 
@ CRCW06033K24FKEA 3.24kohm | +100ppm/°C 75V 52K8375 0.14 @ CRCW060316K9FKEA 16.9kohm | +100ppm/°C 75V 52K8170 0.01 
> CONTINUED > > CONTINUED > 
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RESISTOR NETWORKS 


Temp. | Voltage | Tape Cut Temp. | Voltage | Tape Cut 

Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ 
0603 [1608 Metric], 100 mW, + 1% 0603 [1608 Metric], 100 mW, + 1% 
@ CRCW060317K8FKEA 17.8kohm | +100ppm/°C 75V 52K8187 0.11 @ CRCW060393K1FKEA 93.1kohm | +100ppm/°C 75V 52K8778 0.01 
@ CRCW060318KOFKEA 18kohm +100ppm/°C 75V 52K8198 0.14 @ CRCW060395K3FKEA 95.3kohm | +100ppm/°C 75V 52K8783 0.02 
@ CRCW060318K2FKEA 18.2kohm | +100ppm/°C 75V 52K8200 0.11 @ CRCW060397K6FKEA 97.6kohm | +100ppm/°C 75V 52K8787 0.02 
@ CRCW060318K7FKEA 18.7kohm | +100ppm/°C 75V 52K8201 0.01 @ CRCW0603100KFKEB 100kohm +100ppm/K 75V 48P8200 0.11 
@ CRCW060319K1FKEA 19.1kohm | +100ppm/°C 75V 52K8213 0.01 @ CRCW0603102KFKEA 102kohm +100ppm/°C 75V 52K8080 0.02 
@ CRCW060319K6FKEA 19.6kohm | _+100ppm/°C TV 52K8214 0.14 @ CRCW0603105KFKEA 105kohm £100ppm/°C 75V 52K8082 0.02 
@ CRCW060320KOFKEA 20kohm +100ppm/°C TEV 52K8267 = @ CRCW0603107KFKEA 107kohm +100ppm/°C 75V 52K8084 0.01 
@ CRCW060320KOFKEB 20kohm +100ppm/K 75V 43C4227 0.11 @ CRCW0603121KFKEA 121kohm +100ppm/°C 75V 52K8115 0.11 
@ CRCW060320K5FKEA 20.5kohm | +100ppm/°C 75V 52K8268 0.14 @ CRCW0603124KFKEA 124kohm +100ppm/°C 75V 52K8117 0.01 
@ CRCW060321KOFKEA 21kohm +100ppm/°C 75V 52K8277 0.14 @ CRCW0603130KFKEA 130kohm +100ppm/°C 75V 52K8127 0.02 
@ CRCW060321K5FKEA 21.5kohm | +100ppm/°C 75V 52K8278 = @ CRCW0603137KFKEA 137kohm +100ppm/°C 75V 52K8131 0.01 
@ CRCW060322KOFKEA 22kohm +100ppm/°C 75V 52K8286 0.11 @ CRCW0603140KFKEA 140kohm +100ppm/°C 75V 52K8141 0.01 
@ CRCW060322K1FKEA 22.1kohm | +100ppm/°C 75V 52K8288 0.02 @ CRCW0603147KFKEA 147kohm +100ppm/°C 75V 52K8148 0.01 
@ CRCW060322K6FKEA 22.6kohm | +100ppm/°C 75V 52K8290 0.14 @ CRCW0603150KFKEA 150kohm +100ppm/°C 75V 52K8158 0.11 
@ CRCW060323K2FKEA 23.2kohm | +100ppm/°C 75V 52K8305 0.01 @ CRCW0603154KFKEA 154kohm +100ppm/°C 75V 52K8162 0.10 
@ CRCW060323K7FKEA 23.7kohm | +100ppm/°C 75V 52K8306 0.11 @ CRCW0603158KFKEA 158kohm +100ppm/°C 75V 52K8164 0.11 
@ CRCW060324KOFKEA 24kohm +100ppm/°C 75V 52K8313 0.01 @ CRCW0603160KFKEA 160kohm +100ppm/°C 75V 52K8177 0.01 
@ CRCW060324K3FKEA 24.3kohm | +100ppm/°C 75V 52K8314 0.02 @ CRCW0603162KFKEA 162kohm +100ppm/°C 75V 52K8180 0.01 
@ CRCW060324K9FKEA 24.9kohm | +100ppm/°C 75V 52K8316 0.01 @ CRCW0603165KFKEA 165kohm +100ppm/°C 75V 52K8182 0.11 
@ CRCW060326K1FKEA 26.1kohm | +100ppm/°C 75V 52K8332 0.12 @ CRCW0603169KFKEA 169kohm +100ppm/°C 75V 52K8184 0.01 
@ CRCW060327KOFKEA 27kohm +100ppm/°C 75V 52K8344 0.14 @ CRCW0603174KFKEA 174kohm +100ppm/°C 75V 52K8192 0.02 
@ CRCW060327K4FKEA 27.4kohm | +100ppm/?C 75V 52K8346 0.11 @ CRCW0603178KFKEA 178kohm +100ppm/°C 75V 52K8194 0.11 
@ CRCW060328KOFKEA 28kohm +100ppm/°C TEV 52K8356 0.01 @ CRCW0603180KFKEA 180kohm +100ppm/°C TV 52K8205 0.01 
@ CRCW060328K7FKEA 28.7kohm | +100ppm/°C 75V 52K8357 0.02 @ CRCW0603182KFKEA 182kohm +100ppm/°C 75V 52K8209 0.01 
@ CRCW060330KOFKEA 30kohm +100ppm/°C TEV 52K8399 = @ CRCW0603187KFKEA 187kohm +100ppm/°C 75V 52K8211 0.02 
@ CRCW060330K1FKEA 30.1kohm | +100ppm/°C 75V 52K8401 0.11 @ CRCW0603191KFKEA 191kohm +100ppm/°C TEV 52K8218 0.11 
@ CRCW060330K9FKEA 30.9kohm | +100ppm/°C 75V 52K8402 0.01 @ CRCW0603196KFKEA 196kohm +100ppm/°C 75V 42K3761 0.01 
@ CRCW060331K6FKEA 31.6kohm | +100ppm/°C 75V 52K8416 0.02 @ CRCW0603200KFKEA 200kohm +100ppm/°C 75V 52K8272 0.01 
@ CRCW060332K4FKEA 32.4kohm | +100ppm/°C 75V 52K8423 0.12 @ CRCW0603205KFKEA 205kohm +100ppm/°C 75V 52K8275 0.01 
@ CRCW060333KOFKEA 33kohm +100ppm/°C TEV 52K8427 0.11 @ CRCW0603210KFKEA 210kohm +100ppm/°C TEV 52K8281 0.01 
@ CRCW060333K2FKEA 33.2kohm | +100ppm/°C 75V 52K8428 0.11 @ CRCW0603215KFKEA 215kohm +100ppm/°C 75V 42K3788 0.02 
@ CRCW060334K8FKEA 34.8kohm | +100ppm/°C TOV 52K8437 0.14 @ CRCW0603220KFKEA 220kohm £100ppm/°C 75V 52K8296 0.01 
@ CRCW060336K5FKEA 36.5kohm | +100ppm/°C TOV 52K8451 0.14 @ CRCW0603221KFKEA 221kohm £100ppm/°C 75V 52K8299 0.01 
@ CRCW060337K4FKEA 37.4kohm | +100ppm/°C 75V 52K8462 0.01 @ CRCW0603226KFKEA 226kohm +100ppm/°C TEV 52K8302 0.11 
@ CRCW060338K3FKEA 38.3kohm | +100ppm/°C 75V 52K8469 0.11 @ CRCW0603232KFKEA 232kohm +100ppm/°C 75V 52K8309 0.02 
@ CRCW060339KOFKEA 39kohm +100ppm/°C 75V 52K8474 0.01 @ CRCW0603237KFKEA 237kohm +100ppm/°C 75V 52K8311 0.11 
@ CRCW060339K2FKEA 39.2kohm | +100ppm/°C 75V 52K8475 0.11 @ CRCW0603240KFKEA 240kohm +100ppm/°C 75V 52K8321 0.01 
@ CRCW060340K2FKEA 40.2kohm | +100ppm/°C 75V 52K8509 0.11 @ CRCW0603243KFKEA 243kohm +100ppm/°C TEV 52K8324 0.02 
@ CRCW060341K2FKEA 41.2kohm | +100ppm/°C 75V 52K8513 0.11 @ CRCW0603249KFKEA 249kohm +100ppm/°C 75V 52K8326 0.01 
@ CRCW060342K2FKEA 42.2kohm | +100ppm/°C TV 52K8519 0.04 @ CRCW0603255KFKEA 255kohm £100ppm/°C 75V 52K8330 0.02 
@ CRCW060343KOFKEA 43kohm +100ppm/°C 75V 52K8524 0.02 @ CRCW0603261KFKEA 261kohm +100ppm/°C TEV 52K8339 0.11 
@ CRCW060343K2FKEA 43.2kohm | +100ppm/°C 75V 52K8525 0.01 @ CRCW0603270KFKEA 270kohm +100ppm/°C 75V 52K8351 0.02 
@ CRCW060345K3FKEA 45.3kohm | +100ppm/°C 75V 52K8537 0.01 @ CRCW0603274KFKEA 274kohm +100ppm/°C 75V 52K8353 0.01 
@ CRCW060346K4FKEA 46.4kohm | +100ppm/°C 75V 52K8541 0.01 @ CRCW0603280KFKEA 280kohm +100ppm/°C 75V 52K8360 0.02 
@ CRCW060347KOFKEA 47kohm +100ppm/°C TEV 52K8548 0.11 @ CRCW0603287KFKEA 287kohm +100ppm/°C 75V 52K8362 0.02 
@ CRCW060347KOFKEB 47kohm +100ppm/K 75V 48P9345 0.11 @ CRCW0603300KFKEA 300kohm +100ppm/°C 75V 52K8409 0.01 
@ CRCW060347K5FKEA 47.5kohm | +100ppm/°C TV 52K8550 0.02 @ CRCW0603301KFKEA 301kohm £100ppm/°C 75V 52K8411 0.01 
@ CRCW060349K9FKEA 49.9kohm | +100ppm/°C 75V 52K8563 = @ CRCW0603309KFKEA 309kohm +100ppm/°C 75V 52K8414 0.01 
@ CRCW060351KOFKEA 51kohm +100ppm/°C 75V 52K8588 0.11 @ CRCW0603316KFKEA 316kohm +100ppm/°C 75V 52K8419 0.02 
@ CRCW060351K1FKEA 51.1kohm | +100ppm/°C 75V 52K8590 0.01 @ CRCW0603324KFKEA 324kohm +100ppm/°C 75V 52K8425 0.02 
@ CRCW060352K3FKEA 52.3kohm | +100ppm/°C 75V 52K8601 0.01 @ CRCW0603330KFKEA 330kohm +100ppm/°C 75V 52K8431 0.02 
@ CRCW060354K9FKEA 54.9kohm | +100ppm/°C 75V 52K8610 0.01 @ CRCW0603332KFKEA 332kohm +100ppm/°C 75V 52K8434 0.11 
@ CRCW060356K2FKEA 56.2kohm | +100ppm/°C TV 52K8614 0.14 @ CRCW0603348KFKEA 348kohm £100ppm/°C TEV 52K8442 0.02 
@ CRCW060359KOFKEA 59kohm £100ppm/°C TV 52K8630 0.14 @ CRCW0603383KFKEA 383kohm £100ppm/°C 75V 42K3884 0.01 
@ CRCW060361K9FKEA 61.9kohm | +100ppm/°C 75V 52K8647 0.11 @ CRCW0603392KFKEA 392kohm +100ppm/°C 75V 52K8481 0.02 
@ CRCW060362KOFKEA 62kohm +100ppm/°C 75V 52K8652 0.11 @ CRCW0603402KFKEA 402kohm +100ppm/°C 75V 52K8511 0.01 
@ CRCW060363K4FKEA 63.4kohm | +100ppm/°C 75V 52K8660 0.11 @ CRCW0603422KFKEA 422kohm +100ppm/°C 75V 52K8521 = 
@ CRCWO60366K5FKEA 66.5kohm | +100ppm/°C 75V 52K8670 0.01 @ CRCW0603453KFKEA 453kohm +100ppm/°C 75V 52K8539 0.11 
@ CRCW060368KOFKEA 68kohm +100ppm/°C 75V 52K8674 0.11 @ CRCW0603470KFKEA 470kohm +100ppm/°C 75V 52K8555 0.11 
@ CRCW060368K1FKEA 68.1kohm | +100ppm/°C 75V 52K8676 0.11 @ CRCW0603475KFKEA 475kohm +100ppm/°C 75V 52K8557 0.11 
@ CRCW060369K8FKEA 69.8kohm | +100ppm/°C 75V 52K8688 0.01 @ CRCW0603487KFKEA 487kohm +100ppm/°C 75V 52K8561 = 
@ CRCW060371K5FKEA 71.5kohm | +100ppm/°C 75V 52K8699 0.02 @ CRCW0603499KFKEA 499kohm +100ppm/°C 75V 52K8568 0.11 
@ CRCW060375KOFKEA 75kohm +100ppm/°C 75V 52K8708 0.01 @ CRCW0603510KFKEA 510kohm +100ppm/°C 75V 52K8595 0.01 
@ CRCW060376K8FKEA 76.8kohm | +100ppm/°C TV 52K8714 0.01 @ CRCW0603560KFKEA 560kohm £100ppm/°C 75V 52K8619 0.02 
@ CRCW060380K6FKEA 80.6kohm | +100ppm/°C 75V 52K8732 0.01 @ CRCW0603562KFKEA 562kohm +100ppm/°C 75V 42K3965 0.11 
@ CRCW060382KOFKEA 82kohm +100ppm/°C 75V 52K8736 0.11 @ CRCW0603590KFKEA 590kohm +100ppm/°C 75V 52K8632 0.02 
@ CRCW060382K5FKEA 82.5kohm | +100ppm/°C 75V 52K8737 0.01 @ CRCW0603604KFKEA 604kohm +100ppm/°C 75V 52K8645 0.01 
@ CRCW060384K5FKEA 84.5kohm | +100ppm/°C 75V 52K8747 0.11 @ CRCW0603619KFKEA 619kohm +100ppm/°C 75V 52K8650 0.11 
@ CRCW060386K6FKEA 86.6kohm | +100ppm/°C 75V 52K8751 0.01 @ CRCW0603634KFKEA 634kohm +100ppm/°C 75V 52K8662 0.02 
@ CRCW060388K7FKEA 88.7kohm | +100ppm/°C 75V 52K8755 0.11 @ CRCW0603680KFKEA 680kohm +100ppm/°C 75V 52K8680 0.11 
@ CRCW060390K9FKEA 90.9kohm | +100ppm/°C TV 52K8765 0.01 @ CRCW0603681KFKEA 681kohm £100ppm/°C 75V 52K8684 0.11 
@ CRCW060391KOFKEA 91kohm +100ppm/°C 75V 52K8771 0.02 @ CRCW0603698KFKEA 698kohm +100ppm/°C 75V 42K4000 0.02 
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RESISTOR NETWORKS 


| Temp. Voltage | Tape Cut _ Temp. Voltage | Tape Cut 

Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ 
0603 [1608 Metric], 100 mW, + 1% 1206 [3216 Metric], 250 mW, + 1% 
© CRCWO0603715KFKEA 7t5kohm | #100ppm/°C | 75V__| _52K8701 0.02 @CRCWI20631R6FKEA | 37.6ohm | £100ppm/°C | 200V | 53K2289 0.14 
© CRCW0603750KFKEA 750kohm | =400ppmi°C | 75V | 52K8711 0.14 © CRCW120633ROFKEA 330hm | £100ppmi°c_| 200V | 53K2299 0.02 
© CRCWO603806KFKEA go6kohm | =100ppmi°C | 75V | 52K8734 0.04 @CROW120633R2FKEA | 33.20hm | £100ppmi°C | 200V | 42K4999 0.12 
© CRCW0603820KFKEA 820kohm | =100ppmi°C | 75V | 52K8742 0.01 @CROW120639R2FKEA | 39.2ohm | £100ppmi°C | 200V | 42K5029 0.01 
© CRCWO0603909KFKEA gogkohm | =100ppm/°c | 75V | 52K8768 0.01 @ CRCW120647ROFKEA 47ohm | #100ppmicc | 200V | _53K2425 0.12 
© CRCW06031MOOFKEA iMohm | #100ppmiec | 75V__| 52K8053 = @CROW120647R5FKEA | 47.50hm | #100ppmi°C | 200V | 42K5081 0.04 
@ CRCW06031M21FKEA 1.21Mohm_|_+100ppm/°C 7V 52K8055 0.14 @ CRCW120649ROFKEA 49.9ohm_ | _£100ppm/°C 200V 53K2438 = 
@ CRCW06031MS0FKEA 15Mohm | £100ppm/°C | 75V__| 52K8057 0.11 © CRCW120651ROFKEA Stohm | #100ppmi°c | 200V | 53K2478 0.01 
@ CRCWO6032MOOFKEA 2Mohm | #100ppm/°C_| 75V | _52K8249 0.04 @CROWI20651RIFKEA | S1.tohm | £100ppmi°C | 200V | 53K2479 0.02 
© CRCW06032M21FKEA 221Mohm | £100ppmi°C | 75V__| 52K8252 0.02 @CROW120653R6FKEA | 53.6ohm | #100ppmi°C | 200V | 53K2491 = 
@ CRCWO6032M49FKEA 2.49Mohm | £100ppmi°c | 75V | 52K8254 = @ CRCW120659ROFKEA 5eohm | #100ppmi°c | 200V | 53K2512 0.12 
© CRCWO6033MOOFKEA 3Mohm | £100ppm/°C | 75V__ | 42K3845 0.01 @CROWI20660R4FKEA | 604ohm | £100ppmi°C | 200V | 53K2546 0.12 
@ CRCWO6035M60FKEA 5.6Mohm | £100ppmiK | 75V | 59K9986 = @CROW120661ROFKEA | 67.90hm | #100ppmi°C | 200V | 42K5148 0.12 
@ CRCW060310MOFKEA foMohm | 100ppmi°c | 75V__ | 52K8071 0.11 © CRCW120662ROFKEA 62ohm | £100ppmi"c | 200V | _53K2555 0.04 
0603 [1608 Metric], 100 mW, + 5% @CROW120664ROFKEA | 64.90hm | =100ppmi°C | 200V | 53K2562 = 
CRCWO0603100RJNTA 100ohm | +200ppmik | 75V | 31K8856 0.05 @CROW120666R5FKEA | 66.5ohm | =100ppmiC | 200V | 53K2566 0.04 
© CRCW0603220RJNEB 2200hm | #200ppmiK | 75V__| 48P8738 0.01 © CRCW120668ROFKEA 68ohm | £100ppmi°c_| 200V | _53K2574 0.04 
@ CRCW06031KOOJNEB tkohm | #200ppmik | 75V__ | O7H2487 0.11 © CRCW120675ROFKEA 750hm | #100ppmi°c | 200V | _53K2617 0.12 
© CRCW06034K70JNEB 47kohm | +200ppm/k | 75V__| 6540950 0.01 @CROW120678R7FKEA | 787ohm | #100ppmi°C | 200V | 53K2627 0.01 
@ CRCW080310KOJNEB Tokohm | +200ppmik | 75V__| 6540526 0.01 @CRCWI20680R6FKEA | 80.6ohm | *100ppmi°C | 200V | 53K2656 = 
CRCWO60330MOJPTAHR | 30Mohm | +500ppmik | 75V | 97H9119 0.17 © CRCW120682ROFKEA B2ohm | £100ppmi°C_| 200V | —53K2661 0.12 
PIM_ 8787773 @CRCW120682R5FKEA | 825ohm | +100ppm/°C | 200V | 53K2662 0.12 
@CRCW120684R5FKEA | 84.5ohm | +100ppm/°C | 200V | 53K2669 0.04 
@CRCW120686REFKEA | 86.6ohm | +100ppm/°C | 200V | 53K2673 0.04 
Temp. Voltage Tape Cut — = 

Mfg, Part No. Res. Coefficient | Rating | StockNo. | 1-9 @ CRCW120690RSFKEA | 90.90hm | £100ppmi°C | 200V | 53K2701 0.04 
1206 [3216 Metric], 250 mW @ CRCW120693R1FKEA 93.1ohm_ | +100ppm/°C 200V 53K2709 0.04 
© CRCW12060000Z0EA Oohm | #100ppm/°C_ | 200 | 53K1777 = @CRCW120695R3FKEA | 95.3ohm_| _*100ppm/"C_ | 200V_|_53K2714 0.11 
© CRCW1206000020EB ohm : 200V} 49P177 mG © CRCW1206100RFKEA Todchm | £100ppmiec | 200v | 53K1922 = 
"1206 [3216 Metric], 250mWz1% ~~ SOOOOCSSCSSSS:SC*«C RCW 206 OORFKEB To0ohm | +100ppmiK | 200V | 652575 0.12 
CRC WIDIGIROOFKEA john] 2100ppmPG ~~ 200v | 5aK1855 aaa © CRCW1206105RFKEA To5ohm | £100ppmiec_| 200V | 53K1927 0.03 
@ CRCW12061ROOFNEB tohm | #200ppmik | _200V__| _08N3336 0.15 SICRCW ZIG TIDREKER “Ooh | _#100pprv"C_| _200V_(RSaIRBES 0.14 
ae CRCWIODGIROENEA 73onm | e100ppmiec | -200v | 5aK1876 OE © CRCW1206113RFKEA ‘ohm | #100ppmi°c | 200V | —53K1942 0.04 
@ CRCW12061R50FKEA 1.50hm £100ppm/°C 200V 53K1888 0.12 @ CRCW1206115RFKEA 1150hm +100ppm/°C. 200V 53K1945 0.02 
@ CRCW12062RO0FKEA 2ohm 100ppmik_ [| 200v | 47P3802 0.12 @ CROW1206120RFKEA 120ohm | £100ppmi°C_ | 200 esiieog 0.12 
@ CRCW12062RO0FNEA 2ohm | +100ppmi*c_ | 200V | 53K2101 = @ CROW1206121RFKEA tatohm | £100ppmi°C_ | 200V_— (ease 0.11 
© CRCW12062R20FKEA Z2onm | =100ppmik | 200v | 73K3209 ar © CRCW1206124RFKEA 124ohm | £100ppmi°C_| 200V | 53K1963 0.04 
“SCRCWi2062R21ENEA | 22Iohm | =100ppmr°c} 2007] 53K2108 | 0.05. _@.CRCW1206130RFKEA 130ohm | £100ppmi*C_| 200V | _S3K1973 0.12 
@CROW12062R43ENEA | 2430hm | 2100ppmi°c | 200V | S3K2114 0.05 @CROWI2Z06133RFKEA | 138chm | =100ppmi"C_| _200V_ Baas 0.04 
@ CRCW12062RA9FNEA 1 2.490hm | 2100ppm/°c 1 200v) saKai6 OE © CRCW1206137RFKEA 1370hm | #100ppmirc | 200V | _53K1979 0.03 
@ CRCW12063RO1ENEA | 3.01chm | =100ppmi@c) 200v | 83K2058 a7 © CRCW1206140RFKEA 140ohm | #100ppmi°c | 200V | 53K1987 = 
© CRCW12063R30FKEA 3.gonm |} =100ppmiK | 200v 1 73K3210 aod © CRCW1206143RFKEA 1430hm | #100ppmirc | 200V | 53K1989 0.01 
@ CRCW12063R30FNEA 3.3ohm | +200ppmik | 200V | 49P2527 0.15 @ CROWI206147RFKEA {47ohm_| £100ppmi"C_ | 200 Bese 0.04 
@ CRCW12063R32FNEA 3.320hm £100ppm/°C 200V 53K2262 0.02 @ CRCW1206150RFKEA 1500hm +100ppm/°C 200V 42K4824 0.13 
© CRCW12064R70FKEA aTonm | £100ppmk | 200v | 73K3212 ner © CRCW1206154RFKEA i4ohm | #100ppmi°c | 200V | 53K2004 0.04 
@ CRCW12064R70FNEA 47ohm £200ppm/K 200V 26R4050 0.16 @ CRCW1206160RFKEA 1600hm +£100ppm/°C. 200V 53K2018 0.04 
@ CRCW12064RO9FKEA 4990hm | +100ppmiK | 200V | 47P3845 0.04 © GRCW1206162RFKEA 162ohm | £100ppmi"C_ | 200Vmesieetag 0.02 
@ CRCW12065R10FKEA 5.1ohm +100ppm/°C 200V 42K5098 0.13 @ CRCW1206165RFKEA 1650hm +100ppm/°C 200V 53K2022 0.12 
@ CRCWI2068ROGEKEA | 8.06ohm | =100ppmiK | 200v | 473871 ar @ CRCW1206169RFKEA Tegohm | #100ppmirc | 200V | 53K2025 0.01 
@ CRCW120610ROFKEA foohm | #100ppmiec | 200v | 53Kk1914 = @ CROW1206174RFKEA ‘74ohm | £100ppmi"C_ | 200V_—mese0e 0.02 
@ CRCW120610ROFKEB foohm | £100ppmi°c | 200v | S3K1915 0.11 @CRCWI206178RFKEA | 17éohm | =100ppm/"C | 200V meses 0.04 
© CRCW120611ROFKEA Ttonm | 2100ppmitc | 200v | _8ak1934 0.04 @CRCWI206180RFKEA | 180ohm | =100ppmiPC | 200V meses 0.04 
“SCRCW120612ROFKEA | t20hm | =100ppmPC) 200) 53K1952 0.04 «© CRCW1206182RFKEA 182ohm | #100ppmirc | 200V | 53K2046 0.02 
we RCTS ORIFKER T24ohm | #100ppmC | 200] 53K 1984 aaa @ CRCW1206200RFKEA 200ohm | £100ppmi°c_| 200v | 53K2137 = 
ie CROWNS TIROFKEA Taohm —} #100ppmi"C | 2000] 53K 1983 aT CRCW1206200RFKTA 2000hm | £100ppmi°C | 200V | O5F1532 0.07 
© CRCW120615ROFKEA feohm | £100ppmi°c | 200v | _83K1996 0.12 @CRCWI206205RFKEA | 205ohm | =100ppmi°G | 200V__meaeIaD 0.04 
ie CRCWIDUIGRORIEA Téohm | #100ppm>C | 200v | 53K2093 aa @ CRCW1206210RFKEA 240ohm | £400ppmi?c_ | 200V_ | S3K2147 0.01 
@ CRCW120616R2FKEA 16.2ohm [| £100ppmi?C | 200V 53K2014 0.04 @ CRCW1206215RFKEA 216ohm_|_*100pprv"C._ | 200V eskaiay) 0.04 
@ CRCW120618ROFKEA teohm | #100ppmi°C | 200V 53K2039 0.02 @ CRCW1206221RFKEA 22tohm | _*100ppmv"C | _-200V pokzi6) 0.02 
@ CRCW120618R2FKEA 18.20hm £100ppm/°C 200V 53K2040 0.04 @ CRCW1206237RFKEA 2370hm +100ppm/°C 200V 53K2170 0.04 
@ CRCW120619R1FKEA 19.10hm +100ppm/°C 200V 53K2050 rea @ CRCW1206240RFKEA 2400hm +£100ppm/°C 200V 42K4926 0.13 
CRON TIIROFKER Doh | £100ppmi*c | ~200v |} 4aKasea aD © CRCW1206243RFKEA 243ohm | £100ppm/°C_| 200V__| 53K2182 0.02 
@ CROW aE TROFKER ohm | £100ppmi°c | 200v) 53Ka15a waa @CROW1206249RFKEA | 2490hm | #100ppmi°C | 200V | 53K2184 0.01 
@CROW120622R1FKEA | 22.1ohm | =100ppmi°C | 200V | 42K4908 0.12 @CROWIZ0E2Z55RFKEA | 2550hm | 2100ppm/"C_|  200V__[RSSIRaInES 0.04 
@CROW120624R3FKEA | 24.30hm | #100ppmi°C | 200V | _53K2177 0.12 @ CRCW1206267RFKEA 267ohm_| £100ppm/"C_ | 200V__ (RSS 0.12 
© CRCW120624R9FKEA | 24.90hm | x100ppm/*c | 200v} 53Ka178 aa @CROW1206270RFKEA | 2700hm | £400ppmi°C | 200V | 53K2202 0.02 
@ CRCW120625R5FKEA 25.5ohm | +100ppmi°C_ | 200V | 53K2186 0.02 @ GRCW1206274RFKEA 274ohm | £100ppmi"C_ | 200V_— (mains 0.04 
“SRCW120626RIFKEA | 26.tohm | =100ppmr°c | 200v| 53K2191 | 003. © CRCW1206280RFKEA 280ohm | £100ppmiec | 200V_ | _53K2211 0.04 
@ CRCW120626R7FKEA 26.70hm £100ppm/°C 200V 53K2192 0.04 @ CRCW1206287RFKEA 2870hm +£100ppm/°C 200V §3K2214 0.04 
@ CRCW120627ROFKEA 27ohm £100ppm/°C 200V 53K2199 0.04 @ CRCW1206300RFKEA 3000hm +£100ppm/°C 200V 53K2282 0.01 
@CRCW120627R4FKEA | 274ohm | 2100ppmi°c | 200v | _53K2200 0.02 @CRCWI20G301RFKEA | 3Dtohm | #100ppmi°C_ | 200V__ (nazz 0.14 
@ CRCW120630ROFKEA 300hm | £100ppmi°c | 200V | 53K2278 0.12 © CRCW1206324RFKEA 324ohm | *100ppmv"C | 200V_— (mealies 0.04 
© CRCW120630R1FKEA 1 30.tohm | ~2100ppm/°c | ~200v} 53Ka279 aes @ CRCW1206330RFKEA 3300hm | £100ppm/°C_| 200V | 53K2302 0.11 
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RESISTORS, THERMISTORS & POTENTIOMETERS 


RESISTOR NETWORKS 


Temp. | Voltage | Tape Cut Temp. | Voltage | Tape Cut_ 

Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ 
1206 [3216 Metric], 250 mW, + 1% 1206 [3216 Metric], 250 mW, + 1% 
@ CRCW1206332RFKEA 332ohm +100ppm/°C 200V 53K2305 0.02 @ CRCW12063K65FKEA 3.65kohm | +100ppm/°C 200V 53K2231 0.04 
@ CRCW1206340RFKEA 3400hm +100ppm/°C 200V 53K2312 0.01 @ CRCW12063K83FKEA 3.83kohm | +100ppm/°C 200V 53K2232 0.02 
@ CRCW1206348RFKEA 348ohm +100ppm/°C 200V 53K2314 = @ CRCW12063K90FKEA 3.9kohm +100ppm/°C 200V 53K2233 0.02 
@ CRCW1206357RFKEA 3570hm +100ppm/°C 200V 53K2319 0.03 @ CRCW12064K02FKEA 4.02kohm | +100ppm/°C 200V 53K2345 0.01 
@ CRCW1206360RFKEA 360ohm +100ppm/°C 200V 53K2325 0.12 @ CRCW12064K12FKEA 4.12kohm | +100ppm/°C 200V 53K2347 0.04 
@ CRCW1206365RFKEA 365ohm £100ppm/°C 200V 53K2327 0.04 @ CRCW12064K22FKEA 4.22kohm | +100ppm/°C 200V 53K2348 0.12 
@ CRCW1206374RFKEA 3740hm +100ppm/°C 200V 53K2331 0.03 @ CRCW12064K30FKEA 4.3kohm +100ppm/°C 200V 53K2349 0.01 
@ CRCW1206383RFKEA 383ohm £100ppm/°C 200V 53K2336 0.04 @ CRCW12064K32FKEA 4.32kohm | +100ppm/°C 200V 53K2350 0.12 
@ CRCW1206390RFKEA 3900hm +100ppm/°C 200V 53K2341 0.12 @ CRCW12064K42FKEA 4.42kohm | +100ppm/°C 200V 53K2351 0.04 
@ CRCW1206392RFKEA 3920hm +100ppm/°C 200V 53K2343 0.01 @ CRCW12064K53FKEA 4.53kohm | +100ppm/°C 200V 53K2352 0.02 
@ CRCW1206402RFKEA 4020hm +100ppm/°C 200V 53K2394 0.12 @ CRCW12064K64FKEA 4.64kohm | +100ppm/°C 200V 53K2353 0.01 
@ CRCW1206422RFKEA 4220hm £100ppm/°C 200V 53K2402 0.04 @ CRCW12064K70FKEA 4.7kohm £100ppm/°C 200V 53K2354 0.12 
@ CRCW1206430RFKEA 4300hm +100ppm/°C 200V 53K2407 0.12 @ CRCW12064K75FKEA 4.75kohm | +100ppm/°C 200V 53K2356 0.12 
@ CRCW1206432RFKEA 4320hm +100ppm/°C 200V 53K2409 0.04 @ CRCW12064K87FKEA 4.87kohm | +100ppm/°C 200V 53K2358 0.02 
@ CRCW1206464RFKEA 464ohm +100ppm/°C 200V 53K2421 ma @ CRCW12064K99FKEA 4.99kohm | +100ppm/°C 200V 53K2360 0.02 
@ CRCW1206470RFKEA 4700hm £100ppm/°C 200V 53K2429 0.12 @ CRCW12065K11FKEA 5.11kohm £100ppm/°C 200V 53K2444 0.12 
@ CRCW1206475RFKEA 4750hm +100ppm/°C 200V 53K2431 0.04 @ CRCW12065K23FKEA 5.23kohm | +100ppm/°C 200V 53K2446 0.04 
@ CRCW1206487RFKEA 4870hm +100ppm/°C 200V 53K2435 = @ CRCW12065K49FKEA 5.49kohm | +100ppm/°C 200V 53K2448 0.10 
@ CRCW1206499RFKEA 499ohm £100ppm/°C 200V 53K2442 0.12 @ CRCW12065K62FKEA 5.62kohm | +100ppm/°C 200V 42K5093 0.01 
@ CRCW1206510RFKEA 510ohm +100ppm/°C 200V 53K2482 0.02 @ CRCW12065K76FKEA 5.76kohm | +100ppm/°C 200V 53K2451 0.02 
@ CRCW1206511RFKEA 511ohm +100ppm/°C 200V 53K2484 0.01 @ CRCW12066K04FKEA 6.04kohm | +100ppm/°C 200V 53K2515 0.01 
@ CRCW1206549RFKEA 5490hm +100ppm/°C 200V 53K2497 0.01 @ CRCW12066K19FKEA 6.19kohm | +100ppm/°C 200V 42K5135 = 
@ CRCW1206560RFKEA 560ohm +100ppm/°C 200V 42K5124 0.01 @ CRCW12066K34FKEA 6.34kohm | +100ppm/°C 200V 53K2517 0.12 
@ CRCW1206562RFKEA 5620ohm +100ppm/°C 200V 53K2505 0.02 @ CRCW12066K49FKEA 6.49kohm | +100ppm/°C 200V 53K2519 0.01 
@ CRCW1206576RFKEA 576ohm £100ppm/°C 200V 53K2509 0.04 @ CRCW12066K80FKEA 6.8kohm +100ppm/°C 200V 53K2520 0.11 
@ CRCW1206590RFKEA 5900hm £100ppm/°C 200V 53K2514 0.04 @ CRCW12066K81FKEA 6.81kohm | +100ppm/°C 200V 42K5139 0.11 
@ CRCW1206604RFKEA 6040hm £100ppm/°C 200V 53K2548 0.12 @ CRCW12066K98FKEA 6.98kohm | +100ppm/°C 200V 53K2522 = 
@ CRCW1206634RFKEA 6340hm +100ppm/°C 200V 42K5158 0.12 @ CRCW12067K50FKEA 7.5kohm +100ppm/°C 200V 53K2583 0.02 
@ CRCW1206649RFKEA 6490hm +100ppm/°C 200V 53K2564 0.01 @ CRCW12068K20FKEA 8.2kohm +100ppm/°C 200V 53K2633 0.02 
@ CRCW1206680RFKEA 6800hm +100ppm/°C 200V 42K5172 0.01 @ CRCW12068K25FKEA 8.25kohm | +100ppm/°C 200V 53K2634 0.01 
@ CRCW1206681RFKEA 6810hm +100ppm/°C 200V 53K2575 0.11 @ CRCW12068K66FKEA 8.66kohm | +100ppm/°C 200V 53K2635 0.01 
@ CRCW1206715RFKEA 715ohm £100ppm/°C 200V 53K2611 0.04 @ CRCW12068K87FKEA 8.87kohm | +100ppm/°C 200V 53K2636 0.01 
@ CRCW1206750RFKEA 7500hm £100ppm/°C 200V 53K2620 0.12 @ CRCW12069KO9FKEA 9.09kohm | +100ppm/°C 200V 53K2680 0.02 
@ CRCW1206820RFKEA 8200hm +100ppm/°C 200V 53K2665 0.11 @ CRCW12069K10FKEA 9.1kohm +100ppm/°C 200V 53K2682 0.01 
@ CRCW1206825RFKEA 8250hm +100ppm/°C 200V 42K5214 0.02 @ CRCW12069K31FKEA 9.31kohm | +100ppm/°C 200V 53K2683 0.04 
@ CRCW12061KOOFKEA 1kohm +100ppm/°C 200V 53K1779 = @ CRCW12069K53FKEA 9.53kohm | +100ppm/°C 200V 53K2684 0.02 
@ CRCW12061KO0FKEB 1kohm +100ppm/K 200V 65J2538 0.12 @ CRCW12069K76FKEA 9.76kohm | +100ppm/°C 200V 53K2686 0.12 
@ CRCW12061K02FKEA 1.02kohm | +100ppm/°C 200V 53K1782 a @ CRCW120610KOFKEA 10kohm +100ppm/°C 200V 53K1907 a 
@ CRCW12061KO5FKEA 1.05kohm | +100ppm/°C 200V 53K1783 0.01 @ CRCW120610KOFKEB 10kohm +100ppm/K 200V 65J2564 0.12 
@ CRCW12061K10FKEA 1.1kohm £100ppm/°C 200V 53K1785 0.02 @ CRCW120610K2FKEA 10.2kohm | +100ppm/°C 200V 53K1909 0.04 
@ CRCW12061K20FKEA 1.2kohm +100ppm/°C 200V 53K1789 0.12 @ CRCW120610K5FKEA 10.5kohm | +100ppm/°C 200V 53K1910 0.04 
@ CRCW12061K21FKEA 1.21kohm | +100ppm/°C 200V 42K4725 0.12 @ CRCW120610K7FKEA 10.7kohm | +100ppm/°C 200V 53K1911 0.11 
@ CRCW12061K24FKEA 1.24kohm | +100ppm/°C 200V 53K1791 0.12 @ CRCW120611KOFKEA 11kohm +100ppm/°C 200V 53K1930 0.01 
@ CRCW12061K30FKEA 1.3kohm +100ppm/°C 200V 53K1792 0.12 @ CRCW120611K3FKEA 11.3kohm | +100ppm/°C 200V 53K1931 0.01 
@ CRCW12061K47FKEA 1.47kohm | +100ppm/°C 200V 53K1796 0.04 @ CRCW120611K5FKEA 11.5kohm | +100ppm/°C 200V 53K1932 0.12 
@ CRCW12061K50FKEA 1.5kohm +100ppm/°C 200V 53K1797 = @ CRCW120611K8FKEA 11.8kohm | +100ppm/°C 200V 53K1933 0.02 
@ CRCW12061K60FKEA 1.6kohm £100ppm/°C 200V 53K1801 0.04 @ CRCW120612KOFKEA 12kohm £100ppm/°C 200V 53K1948 0.11 
@ CRCW12061K62FKEA 1.62kohm | +100ppm/°C 200V 53K1802 0.02 @ CRCW120612K1FKEA 12.1kohm | +100ppm/°C 200V 53K1949 0.02 
@ CRCW12061K74FKEA 1.74kohm | +100ppm/°C 200V 53K1804 0.01 @ CRCW120612K4FKEA 12.4kohm | +100ppm/°C 200V 53K1950 0.12 
@ CRCW12061K80FKEA 1.8kohm +100ppm/°C 200V 53K1805 0.02 @ CRCW120612K7FKEA 12.7kohm | +100ppm/°C 200V 53K1951 0.01 
@ CRCW12061K82FKEA 1.82kohm | +100ppm/°C 200V 53K1806 0.11 @ CRCW120613KOFKEA 13kohm +100ppm/°C 200V 53K1966 0.01 
@ CRCW12061K91FKEA 1.91kohm | +100ppm/°C 200V 53K1809 0.12 @ CRCW120613K3FKEA 13.3kohm | +100ppm/°C 200V 53K1967 0.04 
@ CRCW12062KO0FKEA 2kohm +100ppm/°C 200V 53K2055 = @ CRCW120613K7FKEA 13.7kohm | +100ppm/°C 200V 53K1968 0.02 
@ CRCW12062K10FKEA 2.1kohm +100ppm/°C 200V 53K2057 = @ CRCW120614KOFKEA 14kohm +100ppm/°C 200V 53K1980 0.04 
@ CRCW12062K15FKEA 2.15kohm | +100ppm/°C 200V 53K2058 = @ CRCW120614K3FKEA 14.3kohm | +100ppm/°C 200V 53K1981 0.03 
@ CRCW12062K20FKEA 2.2kohm +100ppm/°C 200V 53K2060 0.11 @ CRCW120614K7FKEA 14.7kohm | +100ppm/°C 200V 53K1982 0.12 
@ CRCW12062K21FKEA 2.21kohm | +100ppm/°C 200V 53K2061 = @ CRCW120615KOFKEA 15kohm +100ppm/°C 200V 53K1992 0.11 
@ CRCW12062K26FKEA 2.26kohm | +100ppm/°C 200V 53K2063 = @ CRCW120615K4FKEA 15.4kohm | +100ppm/°C 200V 53K1994 = 
@ CRCW12062K32FKEA 2.32kohm | +100ppm/°C 200V 53K2064 0.01 @ CRCW120616K5FKEA 16.5kohm | +100ppm/°C 200V 53K2010 0.01 
@ CRCW12062K37FKEA 2.37kohm | +100ppm/°C 200V 53K2065 0.13 @ CRCW120616K9FKEA 16.9kohm | +100ppm/°C 200V 53K2012 0.12 
@ CRCW12062K40FKEA 2.4kohm +100ppm/°C 200V 53K2066 0.13 @ CRCW120617K4FKEA 17.4kohm | +100ppm/°C 200V 53K2026 0.03 
@ CRCW12062K49FKEA 2.49kohm | +100ppm/°C 200V 53K2067 0.11 @ CRCW120618KOFKEA 18kohm +100ppm/°C 200V 53K2035 0.12 
@ CRCW12062K67FKEA 2.67kohm | +100ppm/°C 200V 53K2071 0.02 @ CRCW120618K2FKEA 18.2kohm | +100ppm/°C 200V 53K2036 0.11 
@ CRCW12062K70FKEA 2.7kohm £100ppm/°C 200V 53K2072 0.13 CRCW120618K2FKTA 18.2kohm | +400ppm/°C 200V 05F1570 0.07 
@ CRCW12063KO0FKEA 3kohm +100ppm/°C 200V 53K2219 0.12 @ CRCW120618K7FKEA 18.7kohm | +100ppm/°C 200V 53K2038 0.04 
@ CRCW12063K01FKEA 3.01kohm | +100ppm/°C 200V 53K2220 0.12 @ CRCW120619K1FKEA 19.1kohm | +100ppm/°C 200V 53K2048 0.02 
@ CRCW12063K24FKEA 3.24kohm | +100ppm/°C 200V 53K2223 = @ CRCW120619K6FKEA 19.6kohm | +100ppm/°C 200V 53K2049 0.04 
@ CRCW12063K30FKEA 3.3kohm £100ppm/°C 200V 53K2224 0.02 @ CRCW120620KOFKEA 20kohm +100ppm/°C 200V 53K2130 == 
@ CRCW12063K32FKEA 3.32kohm | +100ppm/°C 200V 53K2225 0.11 @ CRCW120620K5FKEA 20.5kohm | +100ppm/°C 200V 53K2132 0.12 
@ CRCW12063K40FKEA 3.4kohm +100ppm/°C 200V 53K2227 0.04 @ CRCW120621KOFKEA 24kohm +100ppm/°C 200V 53K2144 0.04 
@ CRCW12063K48FKEA 3.48kohm | +100ppm/°C 200V 53K2228 0.03 @ CRCW120621K5FKEA 21.5kohm | +100ppm/°C 200V 53K2143 0.04 
@ CRCW12063K60FKEA 3.6kohm +100ppm/°C 200V 53K2230 = @ CRCW120622KOFKEA 22kohm +100ppm/°C 200V 53K2150 0.02 

> CONTINUED > > CONTINUED > 


1.800.463.9275 © newark.com elementiu 93 


RESISTORS, THERMISTORS & POTENTIOMETERS @ Indicates RoHS Compliant 4] Find Datasheets Online 


RESISTOR NETWORKS 


Temp. Voltage | Tape Cut _ | Temp. Voltage | Tape Cut 
Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ 

1206 [3216 Metric], 250 mW, + 1% 1206 [3216 Metric], 250 mW, + 1% 
@ CRCW120622K1FKEA 22.1kohm | +100ppm/°C 200V 53K2151 0.02 @ CRCW1206178KFKEA 178kohm | +100ppm/°C 200V 53K2032 0.01 
@ CRCW120622K6FKEA 22.6kohm | +100ppm/°C 200V 53K2153 0.02 @ CRCW1206180KFKEA 180kohm | +100ppm/°C 200V 53K2042 0.12 
@ CRCW120623K2FKEA 23.2kohm | +100ppm/°C 200V 53K2164 0.04 @ CRCW1206182KFKEA 182kohm | +100ppm/°C 200V 53K2045 0.02 
@ CRCW120624K3FKEA 24.3kohm | +100ppm/°C 200V 53K2172 0.04 @ CRCW1206187KFKEA 187kohm | +100ppm/°C 200V 53K2047 0.12 
@ CRCW120624K9FKEA 24.9kohm | +100ppm/°C 200V 53K2174 0.04 @ CRCW1206191KFKEA 191kohm | +100ppm/°C 200V 53K2052 0.04 
@ CRCW120627K4FKEA 27.4kohm | +100ppm/°C 200V 53K2198 ae @ CRCW1206200KFKEA 200kohm | +100ppm/°C 200V 53K2135 0.11 
@ CRCW120628KOFKEA 28kohm +100ppm/°C 200V 53K2206 0.11 @ CRCW1206210KFKEA 240kohm | +100ppm/°C 200V 53K2146 0.11 
@ CRCW120630KOFKEA 30kohm +100ppm/°C 200V 42K4978 0.01 @ CRCW1206215KFKEA 2145kohm | +100ppm/°C 200V 53K2148 0.02 
@ CRCW120630K1FKEA 30.1kohm | +100ppm/°C 200V 42K4979 0.01 @ CRCW1206220KFKEA 220kohm | +100ppm/°C 200V 53K2157 0.12 
@ CRCW120630K9FKEA 30.9kohm | +100ppm/°C 200V 53K2277 0.02 @ CRCW1206221KFKEA 221kohm | +100ppm/°C 200V 53K2158 0.01 
@ CRCW120631K6FKEA 31.6kohm | +100ppm/°C 200V 53K2288 0.11 @ CRCW1206232KFKEA 232kohm | +100ppm/°C 200V 53K2167 0.04 
@ CRCW120633KOFKEA 33kohm £100ppm/°C 200V 42K4997 0.13 @ CRCW1206237KFKEA 237kohm =| +100ppm/°C 200V 53K2169 0.02 
@ CRCW120633K2FKEA 33.2kohm | +100ppm/°C 200V 53K2297 0.11 @ CRCW1206240KFKEA 240kohm =| +100ppm/°C 200V 53K2179 0.04 
@ CRCW120634KOFKEA 34kohm +100ppm/°C 200V 53K2307 0.01 @ CRCW1206249KFKEA 249kohm =| +100ppm/°C 200V 53K2183 0.13 
@ CRCW120634K8FKEA 34.8kohm | +100ppm/°C 200V 53K2308 0.01 @ CRCW1206294KFKEA 294kohm =| +100ppm/°C 200V 53K2217 0.04 
@ CRCW120635K7FKEA 35.7kohm | +100ppm/°C 200V 53K2315 = @ CRCW1206300KFKEA 300kohm | +100ppm/°C 200V 53K2281 0.13 
@ CRCW120636KOFKEA 36kohm +100ppm/°C 200V 53K2320 0.04 @ CRCW1206301KFKEA 301kohm | +100ppm/°C 200V 53K2283 0.01 
@ CRCW120636K5FKEA 36.5kohm | +100ppm/°C 200V 53K2321 0.01 @ CRCW1206309KFKEA 309kohm | +100ppm/°C 200V 53K2286 0.04 
@ CRCW120637K4FKEA 37.4kohm | +100ppm/°C 200V 53K2328 0.02 @ CRCW1206316KFKEA 316kohm | +100ppm/°C 200V 53K2290 0.04 
@ CRCW120639KOFKEA 39kohm +100ppm/°C 200V 53K2337 0.12 @ CRCW1206324KFKEA 324kohm | +100ppm/°C 200V 53K2294 0.04 
@ CRCW120640K2FKEA 40.2kohm =| +100ppm/°C 200V 53K2389 0.12 @ CRCW1206330KFKEA 330kohm | +100ppm/°C 200V 53K2301 0.01 
@ CRCW120641K2FKEA 41.2kohm | +100ppm/°C 200V 53K2395 0.04 @ CRCW1206332KFKEA 332kohm | +100ppm/°C 200V 53K2304 0.03 
@ CRCW120642K2FKEA 42.2kohm =| +100ppm/°C 200V 53K2399 0.11 @ CRCW1206340KFKEA 340kohm | +100ppm/°C 200V 53K2311 0.04 
@ CRCW120643K2FKEA 43.2kohm =| +100ppm/°C 200V 53K2404 0.01 @ CRCW1206348KFKEA 348kohm | +100ppm/°C 200V 53K2313 0.04 
@ CRCW120644K2FKEA 44.2kohm =| +100ppm/°C 200V 53K2410 0.14 @ CRCW1206360KFKEA 360kohm | +100ppm/°C 200V 53K2324 0.04 
@ CRCW120645K3FKEA 45.3kohm | +100ppm/°C 200V 53K2414 0.04 @ CRCW1206365KFKEA 365kohm | +100ppm/°C 200V 53K2326 0.12 
@ CRCW120647KOFKEA 47kohm +100ppm/°C 200V 53K2422 0.10 @ CRCW1206374KFKEA 374kohm | +100ppm/°C 200V 53K2330 0.04 

CRCW120647KOFKTA 47kohm +100ppm/°C 200V 32C8848 0.01 @ CRCW1206383KFKEA 383kohm | +100ppm/°C 200V 53K2335 0.04 
@ CRCW120647K5FKEA 47.5kohm | +100ppm/°C 200V 53K2423 0.14 @ CRCW1206390KFKEA 390kohm | +100ppm/°C 200V 53K2340 0.11 
@ CRCW120649K9FKEA 49.9kohm | +100ppm/°C 200V 53K2436 0.12 @ CRCW1206392KFKEA 392kohm | +100ppm/°C 200V 53K2342 0.14 
@ CRCW120651KOFKEA 51kohm +100ppm/°C 200V 53K2476 0.12 @ CRCW1206402KFKEA 402kohm =| +100ppm/°C 200V 53K2392 0.01 
@ CRCW120651K1FKEA 51.1kohm | +100ppm/°C 200V 53K2477 0.12 @ CRCW1206422KFKEA 422kohm | +100ppm/°C 200V 53K2400 0.01 
@ CRCW120652K3FKEA 52.3kohm | +100ppm/°C 200V 53K2486 0.12 @ CRCW1206432KFKEA 432kohm | +100ppm/°C 200V 53K2408 0.11 
@ CRCW120653K6FKEA 53.6kohm | +100ppm/°C 200V 53K2490 0.01 @ CRCW1206475KFKEA 475kohm | +100ppm/°C 200V 53K2430 0.12 
@ CRCW120654K9FKEA 54.9kohm | +400ppm/°C 200V 53K2494 0.04 @ CRCW1206487KFKEA 487kohm | +100ppm/°C 200V 53K2434 = 
@ CRCW120656KOFKEA 56kohm +100ppm/°C 200V 42K5119 0.12 @ CRCW1206499KFKEA 499kohm | +100ppm/°C 200V 53K2440 0.13 
@ CRCW120656K2FKEA 56.2kohm | +100ppm/°C 200V 42K5120 0.04 @ CRCW1206510KFKEA 510kohm | +100ppm/°C 200V 53K2481 0.12 
@ CRCW120657K6FKEA 57.6kohm | +100ppm/°C 200V 53K2506 a @ CRCW1206511KFKEA 511kohm | +100ppm/°C 200V 53K2483 0.04 
@ CRCW120659KOFKEA 59kohm +100ppm/°C 200V 53K2510 0.01 @ CRCW1206549KFKEA 549kohm | +100ppm/°C 200V 53K2496 0.04 

CRCW120660K4FKTA 60.4kohm | +100ppm/°C 200V 92B7997 0.16 @ CRCW1206560KFKEA 560kohm | +100ppm/°C 200V 53K2502 0.01 
@ CRCW120661K9FKEA 61.9kohm | _+100ppm/°C 200V 53K2550 0.01 @ CRCW1206562KFKEA 562kohm | +100ppm/°C 200V 53K2504 0.04 
@ CRCW120662KOFKEA 62kohm +100ppm/°C 200V 53K2554 0.02 @ CRCW1206604KFKEA 604kohm | +100ppm/°C 200V 53K2547 0.04 
@ CRCW120663K4FKEA 63.4kohm | +100ppm/°C 200V 53K2557 0.04 @ CRCW1206649KFKEA 649kohm | +100ppm/°C 200V 53K2563 0.02 
@ CRCW120664K9FKEA 64.9kohm | +100ppm/°C 200V 53K2561 0.02 @ CRCW1206820KFKEA 820kohm | +100ppm/°C 200V 53K2664 0.12 
@ CRCW120668KOFKEA 68kohm +100ppm/°C 200V 53K2569 0.14 @ CRCW1206825KFKEA 825kohm | +100ppm/°C 200V 53K2666 0.02 
@ CRCW120675KOFKEA 75kohm +100ppm/°C 200V 53K2616 0.12 @ CRCW1206909KFKEA g09kohm | +100ppm/°C 200V 53K2702 0.04 
@ CRCW120680K6FKEA 80.6kohm | +100ppm/°C 200V 53K2655 0.04 @ CRCW1206910KFKEA 910kohm | +100ppm/°C 200V 53K2707 = 
@ CRCW120682K5FKEA 82.5kohm | +100ppm/°C 200V 53K2660 0.03 @ CRCW1206976KFKEA 976kohm | +100ppm/°C 200V 53K2719 0.01 
@ CRCW120684K5FKEA 84.5kohm | +100ppm/°C 200V 53K2668 0.04 @ CRCW12061MO0FKEA 1Mohm +100ppm/°C 200V 53K1810 0.31 
@ CRCW120686K6FKEA 86.6kohm | +100ppm/°C 200V 53K2672 0.04 @ CRCW12061MO0FKEB 1Mohm +100ppm/K 200V 6542545 0.03 
@ CRCW120688K7FKEA 88.7kohm | +100ppm/°C 200V 53K2676 0.04 @ CRCW12061M21FKEA 1.24Mohm | +100ppm/°C 200V 53K1824 0.04 
@ CRCW120690K9FKEA 90.9kohm | +100ppm/°C 200V 53K2699 0.06 @ CRCW12061M50FKEA 1.5Mohm | +100ppm/°C 200V 53K1838 0.04 
@ CRCW120691KOFKEA 91kohm £100ppm/°C 200V 53K2705 0.04 @ CRCW12062M00FKEA 2Mohm £100ppm/°C 200V 53K2074 0.11 
@ CRCW120697K6FKEA 97.6kohm | +100ppm/°C 200V 53K2717 0.12 @ CRCW12062M20FKEA 2.2Mohm | +100ppm/°C 200V 42K4884 0.04 
@ CRCW1206100KFKEA 100kohm +100ppm/°C 200V 53K1920 = @ CRCW12062M21FKEA 2.21Mohm | +100ppm/°C 200V 53K2081 0.02 
@ CRCW1206100KFKEB 100kohm +100ppm/K 200V 6542580 0.12 @ CRCW12062M49FKEA 2.49Mohm | +100ppm/°C 200V 53K2088 = 
@ CRCW1206102KFKEA 102kohm +100ppm/°C 200V 53K1924 0.04 @ CRCW12063M01FKEA 3.01Mohm | +100ppm/°C 200V 53K2238 = 
@ CRCW1206110KFKEA 110kohm +100ppm/°C 200V 53K1938 0.12 @ CRCW12063M48FKEA 3.48Mohm | +100ppm/°C 200V 53K2248 0.05 
@ CRCW1206115KFKEA 115kohm +100ppm/°C 200V 53K1943 0.02 @ CRCW12064M75FKEA 4.75Mohm | +100ppm/°C 200V 53K2373 0.04 
@ CRCW1206118KFKEA 118kohm +100ppm/°C 200V 53K1946 = @ CRCW12064M99FKEA 4.99Mohm | +100ppm/°C 200V 53K2376 0.02 
@ CRCW1206120KFKEA 120kohm +100ppm/°C 200V 53K1956 0.12 @ CRCW12065M11FKEA 5.11Mohm | +100ppm/°C 200V 53K2452 0.01 
@ CRCW1206121KFKEA 121kohm £100ppm/°C 200V 53K1959 0.01 @ CRCW12065M62FKEA 5.62Mohm | +100ppm/°C 200V 53K2459 = 
@ CRCW1206124KFKEA 124kohm +100ppm/°C 200V 53K1962 0.04 @ CRCW120610MOFKEA 10Mohm | +100ppm/°C 200V 53K1912 0.12 
@ CRCW1206130KFKEA 130kohm £100ppm/°C 200V 53K1972 0.04 CRCW120610MOFKTA 10Mohm £100ppm/°C 200V 9804388 0.07 
@ CRCW1206133KFKEA 133kohm +100ppm/°C 200V 53K1974 0.02 1206 [3216 Metric], 250 mW, + 5% 
@ CRCW1206137KFKEA 137kohm +100ppm/°C 200V 53K1978 0.04 @ CRCW120610ROJNEA 10ohm +200ppm/°C 200V 53K1916 0.01 
@ CRCW1206147KFKEA 147kohm +100ppm/°C 200V 53K1990 0.01 @ CRCW1206180RJNEA 1800hm +200ppm/°C 200V 53K2044 0.15 
@ CRCW1206150KFKEA 150kohm +100ppm/°C 200V 53K2000 0.12 @ CRCW12061KOOJNEA tkohm +200ppm/°C 200V 53K1781 0.16 
@ CRCW1206154KFKEA 154kohm +100ppm/°C 200V 53K2003 0.12 @ CRCW120610KOJNEA 10kohm +200ppm/°C 200V 42K4755 0.17 
@ CRCW1206160KFKEA 160kohm £100ppm/°C 200V 53K2017 0.12 @ CRCW120610KOJNEB 10kohm +200ppm/K 200V 65J2567 0.16 
@ CRCW1206162KFKEA 162kohm £100ppm/°C 200V 53K2019 0.11 CRCW1206100MJPTAHR 100Mohm +500ppm/K 200V 09P9027 0.75 
@ CRCW1206174KFKEA 174kohm +100ppm/°C 200V 53K2030 0.12 PIM_5791960 
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Temp. | Voltage | Tape Cut_ Temp. Voltage Tape Cut 

Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ Mfg. Part No. Res. Coefficient Rating Stock No. 1-9+ 
1210 [3225 Metric], 500 mW, + 1% 1210 [3225 Metric], 500 mW, + 1% 
@ CRCW121010ROFKEA 10ohm +100ppm/°C 200V 53K2792 0.04 @ CRCW12102K37FKEA 2.37kohm | +100ppm/°C 200V 53K2974 0.08 
@ CRCW121013ROFKEA 130hm +100ppm/°C 200V 53K2852 0.11 @ CRCW12102K43FKEA 2.43kohm | +100ppm/°C 200V 53K2976 0.12 
@ CRCW121015ROFKEA 150hm +100ppm/°C 200V 53K2890 0.02 @ CRCW12102K49FKEA 2.49kohm | +100ppm/°C 200V 53K2978 0.07 
@ CRCW121018R2FKEA 18.20hm +100ppm/°C 200V 53K2939 0.13 @ CRCW12102K55FKEA 2.55kohm | +100ppm/°C 200V 53K2979 0.09 
@ CRCW121019R6FKEA 19.6ohm +100ppm/°C 200V 53K2956 0.08 @ CRCW12102K67FKEA 2.67kohm | +100ppm/°C 200V 53K2983 0.09 
@ CRCW121020ROFKEA 20ohm +100ppm/°C 200V 53K2996 0.04 @ CRCW12102K70FKEA 2.7kohm +100ppm/°C 200V 53K2985 0.05 
@ CRCW121022ROFKEA 22ohm +100ppm/K 200V 53K3023 0.02 @ CRCW12102K80FKEA 2.8kohm +100ppm/°C 200V 53K2989 aa 
@ CRCW121022R1FKEA 22.40hm +100ppm/°C 200V 53K3025 0.10 @ CRCW12103K30FKEA 3.3kohm +100ppm/°C 200V 53K3124 0.26 
@ CRCW121024R3FKEA 24.3ohm +100ppm/°C 200V 53K3055 0.09 @ CRCW12103K65FKEA 3.65kohm | +100ppm/°C 200V 53K3137 0.05 
@ CRCW121024R9FKEA 24.9ohm +100ppm/°C 200V 53K3057 0.02 @ CRCW12103K90FKEA 3.9kohm +100ppm/°C 200V 53K3143 0.05 
@ CRCW121026R7FKEA 26.7ohm +100ppm/°C 200V 53K3078 0.05 @ CRCW12104K32FKEA 4.32kohm | +100ppm/°C 200V 53K3247 0.09 
@ CRCW121027R4FKEA 27.40hm +100ppm/°C 200V 53K3091 0.05 @ CRCW12104K70FKEA 4.7kohm +100ppm/°C 200V 53K3253 0.26 
@ CRCW121033ROFKEA 33ohm +100ppm/°C 200V 53K3180 0.09 @ CRCW12104K75FKEA 4.75kohm | +100ppm/°C 200V 53K3255 0.26 
@ CRCW121034ROFKEA 34ohm +100ppm/°C 200V 53K3191 0.09 @ CRCW12104K99FKEA 4.99kohm | +100ppm/°C 200V 53K3258 0.09 
@ CRCW121038R3FKEA 38.30hm +100ppm/°C 200V 53K3229 0.10 @ CRCW12105K10FKEA 5.1kohm +100ppm/°C 200V 53K3326 0.09 
@ CRCW121039R2FKEA 39.2ohm +100ppm/°C 200V 53K3237 0.09 @ CRCW12105K36FKEA 5.36kohm | +100ppm/°C 200V 53K3329 0.10 
@ CRCW121040R2FKEA 40.2ohm +100ppm/°C 200V 53K3261 = @ CRCW12105K60FKEA 5.6kohm +100ppm/°C 200V 53K3333 0.10 
@ CRCW121043R2FKEA 43.20hm +100ppm/°C 200V 53K3277 0.10 @ CRCW12106K19FKEA 6.19kohm | +100ppm/°C 200V 53K3387 0.09 
@ CRCW121047ROFKEA 47ohm +100ppm/°C 200V 53K3305 0.09 @ CRCW12106K81FKEA 6.81kohm | +100ppm/°C 200V 53K3395 0.09 
@ CRCW121047R5FKEA 47.50hm +100ppm/°C 200V 53K3307 0.05 @ CRCW12109KO9FKEA 9.09kohm | +100ppm/°C 200V 53K3533 0.05 
@ CRCW121049R9FKEA 49.9ohm +100ppm/°C 200V 53K3322 0.26 @ CRCW121010KOFKEA 10kohm +100ppm/°C 200V 53K2785 0.27 
@ CRCW121051R1FKEA 51.10hm +100ppm/°C 200V 53K3343 0.10 @ CRCW121015KOFKEA 15kohm +100ppm/°C 200V 53K2886 0.07 
@ CRCW121056R2FKEA 56.2ohm +100ppm/°C 200V 53K3366 0.08 @ CRCW121020KOFKEA 20kohm +£100ppm/°C 200V 53K2993 0.02 
@ CRCW121059ROFKEA 59ohm +100ppm/°C 200V 53K3381 0.05 @ CRCW121022KOFKEA 22kohm +100ppm/°C 200V 53K3017 0.08 
@ CRCW121061R9FKEA 61.90hm £100ppm/°C 200V 53K3409 0.07 @ CRCW121022K6FKEA 22.6kohm | +100ppm/°C 200V 53K3021 0.07 
@ CRCW121066R5FKEA 66.50hm +100ppm/°C 200V 53K3431 0.05 @ CRCW121026K1FKEA 26.1kohm | +100ppm/°C 200V 53K3073 0.10 
@ CRCW121068ROFKEA 680hm +100ppm/°C 200V 53K3439 0.26 @ CRCW121030KOFKEA 30kohm +100ppm/°C 200V 53K3148 0.01 
@ CRCW121075ROFKEA 75ohm +100ppm/°C 200V 53K3474 0.24 @ CRCW121033K2FKEA 33.2kohm | +100ppm/°C 200V 53K3178 0.08 
@ CRCW121080R6FKEA 80.6ohm +100ppm/°C 200V 53K3503 0.09 @ CRCW121034KOFKEA 34kohm +100ppm/°C 200V 53K3187 0.05 
@ CRCW121082R5FKEA 82.50hm +100ppm/°C 200V 53K3510 0.10 @ CRCW121042K2FKEA 42.2kohm | +100ppm/°C 200V 53K3271 0.08 
@ CRCW121090R9FKEA 90.9ohm +100ppm/°C 200V 53K3541 0.09 @ CRCW121047K5FKEA 47.5kohm | +100ppm/°C 200V 53K3304 0.07 
@ CRCW1210100RFKEA 100ohm £100ppm/°C 200V 53K2796 0.26 @ CRCW121049K9FKEA 49.9kohm | +100ppm/°C 200V 53K3320 0.09 
@ CRCW1210120RFKEA 1200hm £100ppm/°C 200V 53K2833 0.09 @ CRCW121051K1FKEA 51.1kohm | +100ppm/°C 200V 53K3341 0.08 
@ CRCW1210121RFKEA 1240hm +100ppm/°C 200V 53K2837 0.09 @ CRCW121061K9FKEA 61.9kohm | +100ppm/°C 200V 53K3407 0.09 
@ CRCW1210150RFKEA 1500hm £100ppm/°C 200V 53K2894 0.25 @ CRCW121064K9FKEA 64.9kohm | +100ppm/°C 200V 53K3421 0.05 
@ CRCW1210160RFKEA 1600hm +100ppm/°C 200V 53K2913 0.08 @ CRCW121093K1FKEA 93.1kohm | +100ppm/°C 200V 53K3546 0.08 
@ CRCW1210165RFKEA 1650hm +100ppm/°C 200V 53K2921 = @ CRCW1210100KFKEA 100kohm | +100ppm/°C 200V 53K2795 0.26 
@ CRCW1210180RFKEA 1800hm +100ppm/°C 200V 53K2943 0.09 @ CRCW1210140KFKEA 140kohm | +100ppm/°C 200V 53K2875 0.09 
@ CRCW1210191RFKEA 1940hm +100ppm/°C 200V 53K2958 0.05 @ CRCW1210162KFKEA 162kohm | +100ppm/°C 200V 53K2915 0.07 
@ CRCW1210200RFKEA 2000hm £100ppm/°C 200V 53K3001 0.08 @ CRCW1210200KFKEA 200kohm +100ppm/°C 200V 53K2999 0.05 
@ CRCW1210220RFKEA 2200hm +100ppm/°C 200V 53K3028 0.23 @ CRCW1210274KFKEA 274kohm =| +100ppm/°C 200V 53K3093 0.10 
@ CRCW1210221RFKEA 221ohm +100ppm/°C 200V 53K3032 0.10 @ CRCW1210402KFKEA 402kohm | +100ppm/°C 200V 53K3263, 0.10 
@ CRCW1210249RFKEA 249ohm +100ppm/°C 200V 53K3065 0.05 @ CRCW1210432KFKEA 432kohm | +100ppm/°C 200V 53K3279 0.09 
@ CRCW1210300RFKEA 3000hm +100ppm/°C 200V 53K3157 0.08 @ CRCW1210442KFKEA 442kohm | +100ppm/°C. 200V 53K3286 0.10 
@ CRCW1210301RFKEA 301ohm £100ppm/°C 200V 53K3161 0.09 @ CRCW1210475KFKEA 475kohm | +100ppm/°C 200V 53K3310 0.09 
@ CRCW1210330RFKEA 3300hm +100ppm/°C 200V 53K3182 0.02 @ CRCW1210499KFKEA 499kohm | +100ppm/°C 200V 53K3323 0.09 
@ CRCW1210332RFKEA 3320hm £100ppm/°C 200V 53K3186 0.07 @ CRCW1210511KFKEA 511kohm +100ppm/°C 200V 53K3344 0.05 
@ CRCW1210402RFKEA 402ohm +100ppm/°C 200V 53K3265 = @ CRCW12101MOOFKEA 1Mohm +100ppm/°C 200V 53K2784 0.26 
@ CRCW1210412RFKEA 4120hm +100ppm/°C 200V 53K3269 0.09 PIM_5791991 
@ CRCW1210470RFKEA 4700hm £100ppm/°C 200V 53K3308 0.09 ees 
@CROWIZIO47ERFKEA | 47S0hm | 2100ppmi"G | 200V__(BSaKGS 12 RD RID 270 SERIES LUG-TYPE VITREOUS ENAMEL OF 
@ CRCW1210499RFKEA 4990hm +100ppm/°C 200V 53K3325 0.09 POWER RESISTORS _OnNaae 
@ CRCW1210511RFKEA 511ohm +100ppm/°C 200V 53K3346 0.09 
@ CRCW1210560RFKEA 560ohm +100ppm/°C 200V 53K3368 0.02 —EE— RoHS 
@ CRCW1210590RFKEA 5900hm +100ppm/°C. 200V 53K3383 0.10 b=, ———— . Gee eimoian 
@ CRCW1210649RFKEA 6490hm +100ppm/°C 200V 53K3427 0.05 = 
@ CRCW1210680RFKEA 680ohm +100ppm/°C 200V 53K3443 0.24 : 

= ° aa 

eee eet BEhEA asl 100pome EU pense ee) cnn Lugs Suitable For Soldering or Bolting : Haslett a ee On 25°C Free Air Rating 
@ CRCW1210750RFKEA 750ohm £100ppm/°C 200V 53K3478 0.26 © Ideal For High-Wattage Applications © Temperature Coefficient: 1 to 200: +400ppm/°C; 
@ CRCW12101KOOFKEA 1kohm +100ppm/°C. 200V 53K2727 0.04 ° All-Welded Construction Above 200: £260ppm/°C 
@ CRCW12101K18FKEA tkohm | £100ppmi°c_ | _200V 42K4141 0.09 Pi atta Coating : TMi One een ins to 
@ CRCW12101KO7FKEA 1.07kohm £100ppm/°C 200V 53K2732 0.09 Non-inductive versions are denoted by LN prefix in the mfg. part nos. listed in the tables below. Additional non- 
@ CRCW12101K10FKEA 1.1kohm +100ppm/°C 200V 53K2734 = inductive parts are available; go online or call. 
@ CRCW12101K15FKEA 1.15kohm | +100ppm/°C 200V 53K2738 0.05 Price Each 
@ CRCW12101K20FKEA 1.2kohm +100ppm/°C 200V 53K2741 0.09 Mfg. Part No. Res. Stock No. 1-9+ 
@ CRCW12101K21FKEA 1.21kohm | +100ppm/°C 200V 53K2743 0.07 12 W, 565 V, + 5%, No. 5 Bracket 
@ CRCW12101K33FKEA 1.33kohm | +100ppm/°C 200V 53K2750 0.09 @ L12J1ROE ohm 64K4840 eS 
@ CRCW12101K50FKEA 1.5kohm +100ppm/°C 200V 53K2759 0.09 @ L12J10RE 10ohm 64K4843 6.67 
@ CRCW12102KO0FKEA 2kohm +100ppm/°C 200V 53K2963 0.09 @ L12J100E 100ohm 64K4844 8.07 
@ CRCW12102KO5FKEA 2.05kohm | +100ppm/°C 200V 53K2964 ee @ 112J150E 1500hm 64K4850 7.98 
@ CRCW12102K21FKEA 2.21kohm | +100ppm/°C 200V 53K2969 0.02 
@ CRCW12102K32FKEA 2.32kohm | +100ppm/°C 200V 53K2972 0.09 
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270 SERIES LUG-TYPE VITREOUS ENAMEL POWER RESISTORS (CONT.) 
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270 SERIES LUG-TYPE VITREOUS ENAMEL POWER RESISTORS (CONT.) 


Price Each Price Each 
Mfg. Part No. Res. Stock No. 1-9+ Mfg. Part No. Res. Stock No. [19+ 
25 W, 625 V, + 5%, No. 9 Bracket 50 W, 1.625 kV, + 10%, No. 9 Bracket 
@ L25J1ROE ohm 64K4954 8.61 @ L50J35KE 35kohm 64K5015 11.56 
@ L25J2ROE 2ohm 64K2082 8.91 50 W, 1625 V, + 5%, No. 9 Bracket 
@ L25J3ROE 3ohm 64K4972 8.62 @ L50J4ROE 4ohm 64K5017 12.41 
@ L25J4ROE 4ohm 64K4976 TAT @ L50J75RE 750hm 64K5025 4.48 
@ L25J5ROE 5ohm 64K4979 TAT @ 150J750E 7500hm 64K5026 12.12 
@ L25J10RE 10ohm 64K4956 9.63 50 W, 1625 V, + 5%, No. 61xx Bracket 
@ L25J15RE 15ohm 64K4961 8.39 @ L50J10RE-MT1 10ohm 86R9232 es 
@ L25J25RE 250hm 64K4968 8.58 @ L50J25RE-MT1 250hm 86R9234 =a 
@ L25J50RE 50ohm 64K4981 8.63 @ L50J50RE-MT1 50ohm 86R9236 20.20 
@ L25J75RE 750hm 64K4987 9.26 @ L50J100E-MT1 1000hm 86R9233 zs 
@ 125J100E 100ohm 64K4957 8.84 @ L50J500E-MT1 500ohm 86R9237 a 
@ L25J150E 1500hm 64K4962 9.96 @ L50J1KOE-MT1 1kohm 86R9231 
@ 125J200E 200ohm 64K4966 5.09 100 W, 2.845 kV, + 5%, No. 12 Bracket 
@ L25J250E 250ohm 64K4969 7.68 @ L100J1ROE ohm 64K4807 17.72 
@ 125J500E 5000hm 64K4982 8.76 @ L100J2ROE 2ohm 64K4817 16.07 
@ L25J750E 70ohm 64K4988 7.38 @ L100J3ROE 3ohm 64K4823 16.30 
@ L25J1KOE 1kohm 64K4952 10.95 @ L100J5ROE 5ohm 64K4827 17.70 
@ L25J1K5E 1.5kohm 64K4953 11.19 @ L100J10RE 100hm 64K4809 16.31 
@ L25J2KOE 2kohm 64K4963 3.91 @ L100J25RE 250hm 64K4820 17.10 
@ L25J2K5E 2.5kohm 64K4964 7.73 @ L100J50RE 500hm 64K4829 16.45 
@ L25J3KOE 3kohm 64K4970 8.60 @ L100J75RE 750hm 64K4834 14.89 
@ L25J3K5E 3.5kohm 64K4971 1.74 @ L100J100E 1000hm 64K4810 16.21 
@ L25J4K0E 4kohm 64K4975 7.83 @ L100J150E 150ohm 64K4814 15.54 
@ L25J5KOE 5kohm 64K4978 3.31 @ 1100J250E 2500hm 64K4821 15.99 
@ L25J6KOE 6kohm 64K4983 3.80 @ L100J500E 5000hm 64K4830 15.75 
@ L2557K5E 7.5kohm 64K4985 7.28 @ L100J1KOE 1kohm 64K4805 14.39 
@ L25J10KE 10kohm 64K4955 9.15 @ L100J2KOE 2kohm 64K4815 15.59 
@ L25J12KE 12kohm 64K4959 10.42 @ L100J2K5E 2.5kohm 64K4816 13.89 
@ L25J15KE 15kohm 64K4960 2.82 @ L100J3KOE 3kohm 64K4822 14.14 
@ L25J20KE 20kohm 64K4965 6.80 @ L100J5KOE 5kohm 64K4826 18.85 
@ L.25J25KE 25kohm 64K4967 9.21 @ L100J7K5E 7.5kohm 64K4832 15.46 
@ L25J40KE 40kohm 64K4977 3.04 @ L100J10KE 10kohm 64K4808 17.63 
@ L25J50KE 50kohm 64K4980 11 @ L100J20KE 20kohm 64K4818 15.40 
@ 125J100KE 100kohm 64K4958 5.18 @ L100J50KE 50kohm 64K4828 17.16 
25 W, 625 V, + 5%, No. 61xx Bracket @ L100J100KE 100kohm 64K4811 9.53 
@ L25J10RE-MT1 10ohm 86R9224 = 100 W, 2845 V, + 5%, No. 12 Bracket 
@ L25J15RE-MT1 15ohm 86R9226 16.43 @ L100J4R0E 4ohm 64K4825 arte 
@ L25J25RE-MT1 250hm 86R9228 = 100 W, 2845 V, + 5%, No. 61xx Bracket 
@ L25J50RE-MT1 50ohm 86R9229 = @ L100J10RE-MT1 10ohm 86R9214 = 
@ 1.25J100E-MT1 100ohm 86R9225 = @ 1 100J100E-MT1 100ohm 86R9215 = 
@ 125J150E-MT1 1500hm 86R9227 = @ L100J150E-MT1 1500hm 86R9216 = 
@ L25J500E-MT1 500ohm 86R9230 = @ L100J500E-MT1 500ohm 86R9218 = 
@ L25J1KOE-MT1 1kohm 86R9223 = 175 W, 3.595 kV, + 5%, No. 18 Bracket 
50 W, 1.625 kV, + 5%, No. 9 Bracket @ L175J10RE 10ohm 64K4893 21.42 
@ L50J1ROE ohm 64K4993 11.87 @ L175J25RE 250hm 64K4904 22.46 
@ L50J2ROE 2ohm 64K5005 11.29 @ L175J50RE 500hm 64K4914 11.26 
@ L50J3ROE 3ohm 64K5014 12.11 @ L175J100E 1000hm 64K4894 19.34 
@ L50J5ROE 5ohm 64K5019 11.30 @ 1175J150E 1500hm 64K4898 17.37 
@ L50J10RE 10ohm 64K4995 10.57 @ L175J250E 250ohm 64K4905 19.88 
@ L50J25RE 250hm 64K5010 12.92 @ L175J1KOE 1kohm 64K4889 19.56 
@ L50J50RE 50ohm 64K5021 2.41 225 W, 4.595 kV, + 5%, No. 18 Bracket 
@ L50J100E 100ohm 64K4996 11.89 @ L225J1ROE ohm 64K4923 38.27 
@ 150J150E 1500hm 64K5000 10.30 @ 1225J2ROE 2ohm 64K4932 28.51 
@ L50J200E 200ohm 64K5007 12.12 @ 1.225J3ROE 3ohm 64K4938 23.41 
@ 150J250E 250ohm 64K5011 11.89 @ 1225J4ROE 4ohm 64K4940 27.07 
@ L50J500E 5000hm 64K5022 11.68 @ L225J5ROE 5ohm 64K4943 26.76 
@ L50J1KOE 1kohm 64K4991 11.79 @ .225J10RE 100hm 64K4925 22.44 
@ L50J1K5E 1.5kohm 64K4992 10.29 @ 1225J25RE 250hm 64K4935 23.17 
@ L50J2KOE 2kohm 64K5003 10.95 @ L225J50RE 500hm 64K4945 23.46 
@ L50J2K5E 2.5kohm 64K5004 11.58 @ L225J75RE 750hm 64K4950 ler? 
@ L50J3KOE 3kohm 64K5013 11.30 @ 1225J100E 100ohm 64K4926 23.74 
@ L50J5KOE 5kohm 64K5018 11.79 @ 1.225J150E 150ohm 64K4929 22.39 
@ L50J7K5E 7.5kohm 64K5023 10.21 @ 1.225J250E 2500hm 64K4936 22.41 
@ L50J10KE 10kohm 64K4994 12.02 @ 1225J500E 5000hm 64K4946 22.23 
@ L50J15KE 15kohm 64K4999 11.50 @ 1.225J750E 750ohm 64K4951 22.22 
@ L50J20KE 20kohm 64K5006 11.54 @ L225J1KOE 1kohm 64K4921 17.00 
@ L50J50KE 50kohm 64K5020 16.36 @ L225J1K5E 4.5kohm 64K4922 21.58 
@ L50J100KE 100kohm 64K4997 15.25 @ L225J2KOE 2kohm 64K4930 21.62 
@ L50J150KE 150kohm 64K5001 8.54 @ L.225J2K5E 2.5kohm 64K4931 19.59 
@ L50J200KE 200kohm 64K5008 13.50 @ 1.225J3KOE 3kohm 64K4937 4.76 
@ L50J250KE 250kohm 64K5012 14.92 @ L.225J5KOE 5kohm 64K4942 20.50 
> CONTINUED > > CONTINUED > 
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RESISTOR NETWORKS 


210 SERIES DIVIDOHM® VITREOUS ENAMEL ADJUSTABLE POWER 


Price Each RESISTORS (CONT.) 
Mfg. Part No. Res. Stock No. 1-9+ Price Each 
225 W, 4.595 kV, + 5%, No. 18 Bracket Mfg. Part No. Res. Stock No. 1+ 
@ 1225J10KE 10kohm 64K4924 21.76 25 W, 625 V, + 10% 
@ 1225J15KE 15kohm 64K4928 divas: @ D25K20KE 20kohm 64K4284 13.28 
@ L225J20KE 20kohm 64K4933 17.77 @ D25K25KE 25kohm 64K4287 13.28 
@ 1225J30KE 30kohm 64K4939 19.61 50 W, 1.625 kV, + 10% 
@ L225J50KE 50kohm 64K4944 24.83 @ D50K1ROE 1ohm 64K4313 22.95 
@ L225J100KE 100kohm 64K4927 25.05 @ D50K2ROE 2ohm 64K4324 24.00 
225 W, 4595 V, + 5%, No. 61xx Bracket @ D50K3ROE 30hm 64K4332 18.43 
@ L225J25RE-MT1 25ohm 86R9220 nee @ D50K4ROE 4ohm 64K4337 21.68 
@ 1225J100E-MT1 1000hm 86R9219 = @ D50K5ROE 5ohm 64K4341 22.78 
@ 1225J250E-MT1 2500hm 86R9221 = @ D50K10RE 100hm 64K4315 20.08 
@ 1225J500E-MT1 5000hm 86R9222 = @ D50K25RE 250hm 64K4328 19.48 
PIM_9555 @ D50K50RE 50ohm 64K4343 19.65 
@ D50K75RE 750hm 64K4349 15.46 
210 SERIES DIVIDOHM® VITREOUS ENAMEL OH se cel ae oe 
ADJUSTABLE POWER RESISTORS ON @ D50K200E 200o0hm 64K4326 ONE 
@ D50K250E 250ohm 64K4329 15.77 
RoHS @ D50K300E 300ohm 64K4334 9.67 
Gepsinpian @ D50K400E 400chm 64K4339 15.77 
7 @ D50K500E 5000hm 64K4344 20.44 
@ D50K750E 7500hm 64K4350 11.46 
£409 
ae Suitable for Soldering or Bolt Connection ‘ st eda aan 260ppm/°C pA tl esse oe 
© Additional Adjustable Lug Supplied © Dielectric Withstanding Voltage @ DSOK1KSE 1.5kohm 64K4312 15.99 
@ All-Welded Construction @ 1000VAC: 12W to 100W Rating @ D50K2K0E 2kohm 64K4321 16.52 
@ Flame-Resistant Coating @ 3000VAC: 175W and 225W Rating @ D50K2K5E 2.5kohm 64K4323 16.51 
© Adjustability is 10% to 90% of full value wattage in © Power Rating: Based on 25°C Free Air Rating. 
proportion to this adjusted resistance value The Stated Wattage Rating Applies Only when the @ DSOKSKOE Skohm 64K4340 16.84 
Specifications Entire Resistance is in the Circuit. @ D50K10KE 10kohm 64K4314 17.19 
Order lugs separately below. Brackets also available; go online or call @ D50K20KE 20kohm 64K4325 19.24 
Price Each @ D50K50KE 50kohm 64K4342 16.84 
Mfg. Part No. Res. Stock No. 1+ 50 W, 1625 V, + 10% 
12 W, 565 V, + 10% @ D50K25KE 25kohm 64K4327 16.51 
@ D12K1ROE ohm 64K4184 16.44 75 W, 2.625 kV, + 10% 
@ D12K2ROE 2ohm 64K4193 16.81 @ D75K50RE 50ohm 64K4390 23.02 
@ D12K3ROE 3ohm 64K4200 13132) 100 W, 2.845 kV, + 10% 
@ D12K5ROE Sohm 64K4207 16.79 @ D100K1ROE Tohm 64K4159 19.17 
@ D12K7R5E 7.50hm 64K4214 16.48 @ D100K2ROE 2ohm 64K4166 33.13 
@ D12K10RE 10ohm 64K4186 15.17 @ D100K3ROE 3ohm 64K4171 25.90 
@ D12K20RE 20ohm 64K4194 13.21 @ D100K4ROE 4ohm 64K4173 25.06 
@ D12K25RE 25ohm 64K4196 18.36 @ D100K5ROE 5ohm 64K4176 32.28 
@ D12K50RE Sdohm 64K4208 16.52 @ D100K10RE 10ohm 64K4161 33.14 
@ D12K150E 150ohm 64K4189 18.56 @ D100K25RE 250hm 64K4169 27.91 
@ D12K300E 3000hm 64K4201 13.67 @ D100K50RE 50o0hm 64K4178 29.76 
@ D12K400E 4000hm 64K4205 16.77 @ D100K100E 100ohm 64K4162 29.36 
@ D12K500E 5000hm 64K4209 16.73 @ D100K250E 2500hm 64K4170 29.76 
@ D12K1KOE tkohm 64K4181 3.23 @ D100K500E 500ohm 64K4179 23.40 
@ D12k2K0E 2kohm 64K4190 12.34 @ D100K1KOE tkohm 64K4157 16.90 
@ D12K2K5E 2.5kohm 64K4192 12.61 @ D100K1K5E 1.5kohm 64K4158 15.94 
@ D12K3K0E 3kohm 64K4198 12.61 @ D100K5KOE 5kohm 64K4175 23.27 
@ D12K5KOE 5kohm 64K4206 12.82 @ D100K100KE 400kohm 64K4163 23.66 
25 W, 625 V, + 10% 175 W, 3.595 KV, + 10% 
@ D25K1ROE tohm 64K4272 13.83 @ D175K5ROE Sohm 64K4240 39.60 
@ D25K2ROE 2ohm 64K4283 13.83 @ D175K10RE 100hm 64K4225 37.60 
@ D25K3ROE 3ohm 64K4292 13.25 @ D175K25RE 25ohm 64K4233 37.60 
@ D25KSROE Sohm 64K4298 12.04 @ D175K50RE 500hm 64K4242 24.14 
@ D25K7R5E 7.50hm 64K4304 13.25 @ D175K100E 100ohm 64K4226 37.12 
@ D25K10RE 10ohm 64K4274 6.66 @ D175K250E 2500hm 64K4234 36.24 
@ D25K15RE 450hm 64K4278 13.25 @ D175K500E 500chm 64K4243 32.05 
@ D25K20RE 20ohm 64K4285 15.90 225 W, 4.595 KV, + 10% 
@ D25K25RE 25ohm 64K4288 16.36 @ D225K1ROE tohm 64K4247 54.56 
@ D25K50RE 50ohm 64K4299 15.38 @ D225K2ROE 2ohm 64K4254 49.29 
@ D25K75RE 7Sohm 64K4305 13.25 @ D225K3ROE 3ohm 64K4259 45.72 
@ D25K100E 1000hm 64K4275 13.25 @ D225K5ROE 5ohm 64K4264 49.06 
@ D25K150E 150ohm 64K4279 12.48 @ D225K10RE 10ohm 64K4249 45.01 
@ D25K250E 2500hm 64K4289 2.62 @ D225K25RE 250hm 64K4257 46.13 
@ D25K300E 3000hm 64K4293 13.26 @ D225K50RE 50ohm 64K4266 45.99 
@ D25K500E 5000hm 64K4300 16.36 @ D225K100E 1000hm 64K4250 38.89 
@ D25K1KOE ‘tkohm 64K4269 13.44 @ D225K250E 2500hm 64K4258 38.10 
@ D25K1K5E 1.5kohm 64K4274 13.71 @ D225K500E 500ohm 64K4267 31.83 
@ D25K2K0E 2kohm 64K4280 13.71 @ D225K1KOE 4kohm 64K4245 38.89 
© D25K3K0E 3kohm 64K4290 13.71 @ D225K2K5E 2.5kohm 64K4253 31.02 
@ D25K5KOE 5kohm 64K4297 15.93 @ D225K5KOE 5kohm 64K4263 33.94 
@ D25K6KOE 8kohm 64K4301 12.87 @ D225K10KE 10kohm 64K4248 31.93 
@ D25K10KE 10kohm 64K4273 12.87 
> CONTINUED > > CONTINUED > 
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RESISTORS, THERMISTORS & POTENTIOMETERS @ Indicates ROHS Compliant 4] Find Datasheets Online 


RESISTOR NETWORKS 


210 SERIES DIVIDOHM® VITREOUS ENAMEL ADJUSTABLE POWER 


RH SERIES (MIL-R-18546D, TYPE RE) CHASSIS MOUNT WIREWOUND 


RESISTORS (CONT.) RESISTORS (CONT.) 
For Use Price Each Price Each 
Mfg. Part No. Type With Stock No. | _ 1-1-4+ Mfg. Part No. | Res. Stock No. [19+ 
@ 2121E Adjustable Lug, 7.94” | Ohmite 210 Series Adjustable Resistors | 64K8080 4.14 7.5 W, 1% 
@ 2125E Adjustable Lug, 14.3” | Ohmite 210 Series Adjustable Resistors | 64K8084 3.08 @ RHO05R1500FE02 0.150hm 65K1824 = 
@ 2133E Adjustable Lug, 19.05” | Ohmite 210 Series Adjustable Resistors | 64K8088 4.13 @ RHOO0SRS5000FE02 0.50hm 41K9061 4.97 
@ 2135E Adjustable Lug, 28.58” | Ohmite 210 Series Adjustable Resistors | 64K8090 12.53 @ RH0052RO00FE02 2ohm 41K9069 5.57 
PIM_9451 @ RH0057ROOOFEO2 7ohm 65K1838 we 
@ RH005330ROFEO2 3300hm 65K1834 5.53 
280 SERIES CORRIB® FIXED AND ADJUSTABLE = pug SRE SORDEEN? = ata EE 
VITREOUS ENAMEL POWER RESISTORS _ONNae 12.5 Wi i% 
@ RHO10R2000FE02 0.20hm 65K1842 4.91 
RoHS @ RH0103RO00FE02 3ohm 41K9091 3.53 
Eee ne Ge tinpiat @ RHO101KO00FE02 ‘tkohm 41K9080 4.68 
Features : © Power Rating: Based on 25°C Free Air Rating ae 
@ Ribbed Construction For Rapid Cooling © Derates Linearly from 100% @ +25°C to 0% @ @ RHO25R2500FE02 0.250hm SSK1859 6.79 
e bas ieriee nee ae beeen : Mh cialis @ RH0251ROOOFE02 tohm 65K1861 6.26 
e Eepevialy Constructed for Motor Stating, Sane e Dielectric Withstanding Voltage: 1000VA Se RHUZSIRDOUREDE Aonin ESKIST p85 
Braking, etc. Part numbers starting with “C” are Fixed and “E” @ RHO2515ROOFE02 ‘1Sohm 65K1865 6.59 
Specifications are Adjustable @ RH02522R50FE02 22.50hm 65K1869 6.38 
© Tolerance: 10% @ RH02575ROOFE02 750hm 41K9135 6.32 
Price Each 50 W, 1% 
Mig. Part No. Res. Stock No. es @ RHOS0RO500FE02 0.050hm 65K1875 10.54 
300 W, + 10%, Adjustable @ RHOSOR1500FE02 0.t60hm 65K1876 18.28 
@ FR00KR12E ozone cakes 58.77 @ RHO5022R50FE02 22.5ohm 41K9159 7.85 
SS ESWIARZIE zon eaKaels 53.43 @ RH050390ROFE02 390ohm 65K 1889 7.65 
@ E300KR25E welll Gree) 56.64 @ RHO50100KOFEO2 100kohm 41K9147 17.22 
@ E300KR40E 0.4ohm 64K4416 49.58 a 
@ E300KR63E 0.630hm 64K4418 49.58 
SE == a $0.80 _ _THS SERIES ALUMINUM HOUSED AXIAL POWER 
<7.8°— — WIREWOUND RESISTORS = TE 
@ E300K1R6E 1.60hm 64K4422 45.14 Appleton: =—/E 
@ E300K2ROE 2ohm 64K4426 29.57 @ Braking resistor AUfiORIED DITRBUTOR 
@ E300K2R5E 2.50hm 64K4427 42.29 © Capacitor charging/discharging ay nits 
© E300K3R1E 3.tohm 64K4429 46.20 a SS Gee tinaian 
@ E300K4ROE 4ohm 64K4430 45.44 Features eas tyro SE? 
@ E300K5ROE 5ohm 64K4431 42.72 © Extremely stable a 
be anil esata aes ° Un arees enersura @ Tem Coeff: below 100 ohm: +50ppm/°C; above 
@ E300K8ROE 8ohm 64K4433 37.22 Specifications Orns 
@ E300K10RE 10ohm 64K4423 45.25 ® Tolerance: + 5% 
@ E300K12RE 120hm 64K4424 41.08 Price Each 
@ E300K16RE 16ohm 64K4425 41.08 Mfg. Part No. Res. Stock No. | 1-24+ 
@ E300K20RE 20ohm 64K4428 38.17 10 W, 160 V, + 5% 
300 W, + 10%, Fixed @ THS10R50 0.50hm 17R5610 0.97 
@ C300KR10E 0.10hm 64K4134 45.16 @ THS105RO 5ohm 16R9902 1.88 
@ C300KR20E 0.20hm 64K4136 44.30 15 W, 265 V, + 5% 
@ C300KR25E 0.250hm 64K4137 42.46 @ THS15R05 0.050hm 17R5611 213 
© C300KR31E 0.340hm 64K4138 38.27 @ THS1522R 220hm 16R9912 2.06 
© C300KR50E 0.50hm 64K4140 31.79 @ THS15330RJ 330ohm 18R0463 2.06 
© C300KR63E 0.63ohm 64K4141 32.61 25 W, 550 V, + 5% 
@ C300K1ROE ohm 64K4143 39.15 @ THS258R2 8.20hm 17R7319 2.20 
@ C300K1R2E 1.2ohm 64K4144 34.38 @ THS25150RJ 150ohm 18R4380 1.34 
© C300K1R6E 1.6ohm 64K4145 35.47 50 W, 1.25 kV, + 5% 
@ C300K2ROE 2ohm 64K4149 30.51 @ THS50R05 0.050hm 17R5595 2.39 
© C300K2R5E 2.5ohm 64K4150 32.47 @ THS50R33 0.330hm 17R5599 1.58 
© C300K3R1E 3.10hm 64K4152 33.74 @ THS502R2 2.20hm 16R9889 177 
@ C300K4ROE 4ohm 64K4153 33.30 @ THS503R9 3.90hm 16R9892 4.38 
@ C300K5ROE 5ohm 64K4154 35.29 @ THS5010R 100hm 17R7292 4.38 
@ C300K6R3E 6.3ohm 64K4155 15.30 @ THS5012R 120hm 17R7293 2.95 
@ C300K8ROE 8ohm 64K4156 32.71 @ THS5027R 27ohm 18R0441 2.89 
@ C300K10RE 100hm 64K4146 31.16 @ THS5033R 33ohm 18R0442 = 
@ C300K12RE 120hm 64K4147 36.06 @ THS5075R 75ohm 18R0447 2.95 
@ C300K16RE 16ohm 64K4148 29.93 @ THS50560RJ 560ohm 18R4364 271 
@ C300K20RE 20ohm 64K4151 31.97 75 W, 1.4 kV, + 5% 
PIM_9576 @ THS753R3, 3.30hm 51R8391 12.77 
@ THS7522R 220hm 51R8390 12.33 
RH SERIES (MIL-R-18546D, TYPE RE) CHASSIS MOUNT ey © 0 Soak son SIRESI2 10.43 
WIREWOUND RESISTORS VISHAY, —PIM_165126 
@ Molded, Welded Construction for Total Environmental Protection = 


Vv 


RoHS 
” Compliant 
- Available 


> CONTINUED > 


© Meets MIL-PRF-18546 

@ Available in Noninductive Styles (Series NH) with 
Aryton-Perry Winding for Lowest Reactive Components 

© Mounts on Chassis to Utilize Heat-Sink Effect 

@ Excellent Stability in Operation 


Vishay RH resistor wattage ratings are based on mounting 
to a suitable heat sink. 
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$102 SERIES BULK METAL FOIL PRECISION RESISTORS 
Features: 

@ Bulk Metal® Foil Technology 

@ High Precision ; 

© Low Temperature Coefficient marie owt: 


Specifications: Resistance 
© Power Rating: 0.6 W @ 70°C i Toonat/] Va Code 


—y 
VISHAY. 


Rear View 


Shelf Life Stability: +25 ppm/Year 

Load Life Stability: +50 ppm/°C Typical at Full 
Rated Power for 2000 Hours 

@ Thermal EMF: <0.1pV/°C Max. 

@ Rise/Decay Time: 1ns @ 1kO 

@ Working Voltage: 300 VDC or AC Peak 
Applications 

@ High Precision Amplifiers 


© Tolerance: +0.01% BT | | | 9.01 tolerance 
© Temperature Coefficient: swt + 

© <0.6ppmi°C Nominal, 0°C to +60°C twuét¢ dd 

e 

° 


High Precision Instrumentation 

Medical and Test Equipment 

Industrial 

Audio (High End Stereo Equipment) 

EB Applications (Electron Beam Scanning and 
Recording Equipment, Electron Microscopes) 
@ Military, Airborne 


RESISTORS, THERMISTORS & POTENTIOMETERS 
RESISTOR NETWORKS 


WSL SERIES POWER METAL STRIP® CURRENT SENSE , ff 
RESISTORS VISHAY. 
Features 
® Solid Metal Nickel-Chrome or Manganese-Cop- 
Alloy Resistive El t RoHS _ 
Solerable Terminations. Ge eorpian 


Excellent Frequency Response 
Low Thermal EMF 
Very Low Inductance: 0.5nH to 5nH 
pecifications 
Tolerance: F = +1% 
Operating Temperature: -65°C to +170°C. 
Temperature Coefficient: +275ppm/°C for 1mO 
to 2.9m0 
@ +150ppm/°C for 3mO to 4.9mO 
@ +110ppm/°C for 5mO to 6.9mO 
@ +75ppm/°C for 7mO to 0.50 


SMD 


eoconeeece 


Applications 

@ Ideal for All Types of Current Sensing, Voltage Divi- 
sion and Pulse Applications Including Switching 
and Linear Power Supplies, Instruments, and 
Power Amplifiers 


© Down-Hole (High Temperature) @ Measurement Instrumentation Additional values available; go online or call. 
zi Temp. Price Each 
ieticelEacht Each Mfg. Part No. Res. Coefficient Stock No. 1-94 
Mfg. Part No. Res. Stock No. 1-4+ TW 1% 
+ 9 ,= 1h 
600 mW, 300 V, + 0.01% @ WSL25121LOOOFEK 0.0010hm + 275ppm/°C 72M6591 aE 
$102C 100R00 0.01% 100ohm 35H5066 27.82 a 
@ WSL25121LO00FEA 0.0010hm + 275ppm/°C 87K2577 0.84 
$102C 120R00 0.01% 1200hm 35H5067 22.69 : 
31000 250R00°0.07%% Daehn RSET Ta we @ WSL25122L000FEA 0.002ohm + 75ppm/°C 26R4265 0.82 
—— : @ WSL25123L000FEK 0.003ohm + 150ppm/°C 65K4170 = 
$102C 350R00 0.01% 3500hm 35H5073 7.88 Z - 
@ WSL25123L000FEA 0.003ohm + 150ppm/°C 44w4982 0.82 
$102C 500R00 0.01% 500ohm 35H5076 23.14 — 
@ WSL25124L000FEA 0.004ohm + 150ppm/°C 08X6455 0.53 
$102C 1K0000 0.01% ‘1kohm 35H5063 27.82 — 
@ WSL25125L000FEK 0.0050hm + 110ppm/°C 41K9330 = 
$102C 2K0000 0.01% 2kohm 35H5068 23.14 B 
@ WSL25125L000FEA 0.0050hm + 110ppm/°C 26R4266 1.53 
$102C 2K5000 0.01% 2.5kohm 35H5069 23.14 a 
@ WSL25126LO00FEA 0.006ohm + 110ppm/°C 78R1205 1.53 
$102C 5K0000 0.01% 5kohm 35H5074 23.14 Z = 
S102 10K 0.01% T0konia BBTEGET = @ WSL25127L000FEA 0.007ohm + 75ppm/°C 01P4575 0.84 
—_ @ WSL25128L000FEA 0.008ohm + 75ppm/°C 71P7508 1.30 
$102C 20K000 0.01% 20kohm 35H5070 23.14 z - 
$1020 25K000 0.01% OBKOniT AEHECTA EGG @ WSL25129L000FEK 0.0090hm + 75ppm/°C 65K4174 a 
; = @ WSL25129L000FEA 0.0090hm + 75ppm/°C 18X4764 1.49 
$102C 50K 0.01% 50kohm 35H5075 26.70 — - 
$1026 100K00 0.01% j00koh RECEOGE ae6 @ WSL2512R0100FEK 0.01ohm + 75ppm/°C 65K4121 ae 
TEES : : @ WSL2512R0100FEA 0.01ohm + 75ppm/°C 26R4255 0.40 
- @ WSL2512R0120FEK 0.0120hm + 75ppm/°C 41K9308 = 
@ WSL2512R0150FEA 0.0150hm + 75ppm/°C 26R4256 ae 
R SERIES AXIAL POWER METAL FILM RESISTORS a © WSL2512RO200FEK 0.020hm + 75ppmiC 65K4126 = 
= TE @ WSL2512R0200FEA 0.020hm + 75ppm/°C 26R4257 0.32 
@ WSL2512R0240FEK 0.024ohm + 75ppm/°C 65K4128 a 
Dera nen @ WSL2512R0250FEK 0.0250hm + 75ppm/°C 65K4129 ee 
= Gee einoiat @ WSL2512R0250FEA 0.0250hm + 75ppm/°C 26R4258 0.56 
ga Available @ WSL2512R0250FEB 0.0250hm + 75ppm/°C 78R0653 = 
Features © Tolerance: + 0.1% @ WSL2512R0300FEK 0.03ohm + 75ppm/°C 41K9313 me 
eae stability 7 oe ae i @ WSL2512R0300FEA 0.03ohm + 70ppm/°C 14N9895 1.01 
ery low noise emp. Coefficient: + 15ppm/° o 
© Low Tolerance © Operating Temp. Range: -65°C to +155°C. @ WSL2512RO330FEA 0.033ohm = 75ppmi*C 18X4753 0.94 
Specifications @ WSL2512RO400FEK 0.04ohm + 75ppm/°C 41K9315 0.80 
Price Each @ WSL2512RO400FEA 0.04ohm + 75ppm/°C 26R4259 0.66 
Mfg. Part No. Res. Stock No. 1-24+ @ WSL2512R0430FEK 0.043ohm + 75ppm/°C 65K4137 = 
250 mW, 250 V, + 0.1% @ WSL2512RO500FEK 0.050hm + 75ppm/°C 41K9318 0.88 
@ YR1B41R2CC 41.2ohm 23R2739 a @ WSL2512RO500FEA 0.050hm + 75ppm/°C 26R4260 1.03 
@ YR1B158RCC 1580hm 20R9295 0.21 @ WSL2512R0500FEB 0.050hm + 75ppm/°C 41K9317 0.62 
@ YR1B226RCC 2260hm 20R9357 0.12 @ WSL2512RO600FEA 0.06ohm + 70ppm/°C 14N8472 0.65 
@ YR1B649RCC 649ohm 20R9503 0.21 @ WSL2512RO700FEK 0.070hm + 75ppm/°C 41K9320 me 
@ YR1B909RCC 909ohm 20R9555 = @ WSL2512RO700FEA 0.07ohm + 75ppm/°C 18X4754 0.46 
@ YR1B6KO4CC 6.04kohm 20R9487 0.21 @ WSL2512RO800FEA 0.08ohm + 75ppm/°C 33P4312 0.49 
@ YR1B23K2CC 23.2kohm 20R9358 0.22 @ WSL2512R0820FEK 0.0820hm + 75ppm/°C 65K4144 0.86 
@ YR1B140KCC 140kohm 20R9282 = @ WSL2512RO900FEB 0.09ohm + 75ppm/°C 72M6589 0.63 
@ YR1B182KCC 182kohm 20R9313 = @ WSL2512RO900FEA 0.090hm + 75ppm/°C 78R0811 0.51 
@ YR1B196KCC 196kohm 20R9321 0.22 @ WSL2512R1000FEK 0.tohm + 75ppm/°C 65K4147 0.76 
@ YR1B210KCC 210kohm 20R9348 0.22 @ WSL2512R1000FEA 0.ohm + 75ppm/°C 26R4261 0.46 
@ YR1B309KCC 309kohm 22R6814 a @ WSL2512R1000FEB 0.tohm + 75ppm/°C 78R0820 0.57 
@ YR1B392KCC 392kohm 20R9426 0.22 @ WSL2512R1500FEA 0.150hm + 75ppm/°C 18X4756 = 
@ YR1BiMCC 1Mohm 20R9237 0.26 @ WSL2512R1510FEA 0.1510hm + 75ppm/°C 18X4757 0.48 
PIM_165130 @ WSL2512R2000FEK 0.2ohm + 75ppm/°C 65K4155 0.56 
@ WSL2512R2000FEA 0.2ohm + 75ppm/°C 26R4262 0.70 
@ WSL2512R2000FEB 0.2ohm + 75ppm/°C 03P3737 0.66 
‘ @ WSL2512R2210FEK 0.2210hm + 75ppm/°C 65K4159 = 
Find thousands of NEW parts for @ WSL2512R2500FEK 0.250hm + 75ppm/°C 41K9324 = 
@ WSL2512R2500FEA 0.250hm + 75ppm/°C 26R4263 0.46 
F | | R | P H @ WSL2512R3300FEA 0.330hm + 75ppm/°C 18X4759 0.44 
u ee aSSIVeS @ WSL2512R3900FEK 0.390hm + 75ppm/°C 65K4161 = 
Be A ey ae a ody Cae Web et eset". “@ WSL2512R4000FEA O4ohm = ToppmiC 0BR3863 = 
Se ee ee eee eee yyy?’ @ WSL2512R4000FEB 0.4ohm + 75ppm/°C 78R0979 = 
PIM. 5624826 @ WSL2512R5000FEK 0.50hm + 75ppm/°C 65K4168 0.52 
@ WSL2512R5000FEA 0.50hm + 75ppm/°C 26R4264 0.87 
> CONTINUED > 
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RESISTORS, THERMISTORS & POTENTIOMETERS @ Indicates RoHS Compliant 4] Find Datasheets Online 


CURRENT SENSE RESISTORS — SMD 


WSL SERIES POWER METAL STRIP® CURRENT SENSE RESISTORS WSL SERIES POWER METAL STRIP® CURRENT SENSE RESISTORS 
(CONT.) (CONT.) 
Temp. Price Each Temp. Price Each 

Mfg. Part No. Res. Coefficient Stock No. 1-9+ Mfg. Part No. Res. Coefficient Stock No. 1-9+ 
1 W, + 1%, High Power 250 mW, + 1% 
@ WSL20101LO00FEK18 0.0010hm + 275ppm/°C 72M6584 1.44 @ WSL12063L000FEA 0.0030hm + 150ppm/°C 77R9855 0.51 
@ WSL20101LO00FEA18 0.0010hm + 275ppm/°C 18X4744 0.67 @ WSL12064L000FEB 0.004ohm + 150ppm/°C 72M6560 0.90 
@ WSL20106LO00FEA18 0.006ohm + 110ppm/°C 18X4747 1.00 @ WSL12064L000FEA 0.004ohm + 150ppm/°C 53R2299 115 
@ WSL20107LO00FEA18 0.0070hm + 75ppm/°C 18X4748 1.08 @ WSL12065LO00FEA 0.0050hm + 75ppm/°C 26R4245 0.73 
@ WSL20108L000FEA18 0.0080hm + 75ppmi°C 18X4750 0.77 @ WSL12066LO00FEA 0.006ohm + 110ppm/°C 62M9224 0.65 
@ WSL2010R0100FEA18 0.010hm + 75ppm/°C 26R4247 0.69 @ WSL12067L000FEK 0.007ohm + 110ppm/°C 72M6564 “ 
@ WSL2010R0150FEA18 0.0150hm + 75ppm/°C 18X4721 1.06 @ WSL12067LO00FEA 0.0070hm + 75ppm/°C 18X4716 0.54 
@ WSL2010R0200FEA18 0.020hm + 75ppm/°C 18X4722 0.37 @ WSL12068L000FEA 0.0080hm + 75ppm/°C 18X4717 0.54 
@ WSL2010R0250FEA18 0.0250hm + 75ppm/°C 18X4724 0.80 @ WSL12069L000FEA 0.0090hm + 75ppm/°C 18X4718 0.57 
@ WSL2010RO300FEA18 0.03ohm + 75ppm/°C 18X4725 0.17 @ WSL1206R0100FEA 0.0t0hm + 75ppm/°C 26R4238 0.46 
@ WSL2010R0330FEA18 0.033ohm + 75ppm/°C 18X4726 0.75 @ WSL1206R0100FEB 0.0tohm + 70ppm/°C 77R9479 oa 
@ WSL2010RO400FEA18 0.04ohm + 75ppm/°C 18X4728 0.52 @ WSL1206R0150FEA 0.0150hm + 75ppm/°C 26R4239 0.30 
@ WSL2010RO500FEA18 0.050hm + 75ppm/°C 18X4730 0.42 @ WSL1206R0200FEA 0.02ohm + 75ppm/°C 26R4240 0.46 
@ WSL2010RO800FEA18 0.08ohm £ 75ppm/°C 18X4733 0.62 @ WSL1206R0210FEK 0.0210hm + 75ppm/°C 65K4049 = 
@ WSL2010R1000FEA18 0.1ohm £ 75ppm/°C 26R4252 0.31 @ WSL1206R0230FEK 0.0230hm + 75ppm/°C 65K4051 = 
@ WSL2010R1500FEA18 0.150hm + 75ppm/°C 18X4737 0.63 @ WSL1206R0250FEK 0.0250hm + 75ppm/°C 41K9280 = 
@ WSL2010R2000FEA18 0.2ohm + 75ppm/°C 12X9003 0.34 @ WSL1206R0250FEA 0.0250hm + 75ppm/°C 26R4241 0.87 
@ WSL2010R5000FEA18 0.50hm £ 75ppm/°C 18X4742 0.35 @ WSL1206RO300FEK 0.030hm + 75ppm/°C 726554 we 
2W,+1% @ WSL1206RO300FEA 0.03ohm + 75ppm/°C 87K2115 0.46 
@ WSL2816R1000FEK 0.tohm + 75ppm/°C 72M6594 = @ WSL1206R0330FEA 0.0330hm + 75ppm/°C 26R4242 0.84 
2.W, + 1%, High Power @ WSL1206R0400FEA 0.04ohm + 75ppm/°C 33K3804 0.39 
@ WSL2512R0100FEA18 0.010hm £ 75ppm/°C 18X4752 0.74 @ WSL1206RO500FEK 0.050hm + 75ppm/°C 41K9282 = 
3W,+1% @ WSL1206RO500FEA 0.050hm + 75ppm/°C 15R0134 0.41 
@ WSL36374L000FEA 0.004ohm + 50ppm/°C 78R1419 0.78 @ WSL1206ROG00FEA 0.06ohm + 75ppm/°C 18X4704 a 
@ WSL36375L000FEK 0.0050hm + 50ppm/°C 72M6598 _ @ WSL1206R0670FEK 0.0670hm + 75ppm/°C 65K4058 0.78 
@ WSL36375LO00FEA 0.0050hm + 50ppm/°C 78R1429 1.66 @ WSL1206R0700FEA 0.07ohm + 75ppm/°C 50M0469 0.34 
@ WSL3637R0100FEK 0.01ohm + 50ppm/°C 72M6595 = @ WSL1206RO800FEA 0.080hm + 75ppm/°C 35M5495 0.25 
@ WSL3637R0100FEA 0.010hm + 50ppm/°C 26R2067 0.63 @ WSL1206RO900FEA 0.090hm + 75ppm/°C 77R9735 0.38 
5W, +1% @ WSL1206R1000FEK 0.1ohm + 75ppm/°C 41K9286 = 
@ WSL59311L000FEA 0.0010hm £ 75ppm/°C 42M1404 0.87 @ WSL1206R1500FEA 0.150hm + 75ppm/°C 570429 0.10 
100 mW, + 1% @ WSL1206R2000FEA 0.20hm + 75ppm/°C 26R4244 0.81 
@ WSL0603R0100FEA 0.010hm + 75ppm/°C 15R7604 0.59 250 mW, + 1%, High Power 
@ WSLO603R0150FEA 0.0150hm + 75ppm/°C 67P3294 0.68 @ WSLO0805R0100FEA18 0.010hm + 75ppm/°C 26R4235 0.70 
@ WSL0603R0200FEA 0.02ohm £ 75ppm/°C 26R4233 0.38 @ WSL0805R0150FEA18 0.0150hm + 75ppm/°C 18X4684 0.59 
@ WSLO603R0250FEA 0.020hm £ 75ppmi°C 77R9118 0.60 @ WSLO805R0200FEA18 0.02ohm + 75ppm/°C 26R4237 1.02 
@ WSLO603RO300FEA 0.030hm £ 75ppm/°C 77R9123 0.45 @ WSLO805R0250FEA18 0.0250hm + 75ppm/°C 18X4687 0.63 
@ WSL0603R0330FEA 0.0330hm + 75ppm/°C 77R9129 0.56 @ WSL0805R0300FEA18 0.030hm + 75ppm/°C 18X4689 0.93 
@ WSL0603RO400FEA 0.04ohm + 75ppm/°C 18X4679 0.60 @ WSL0805R0330FEA18 0.033ohm + 75ppm/°C 18X4691 0.63 
@ WSLO603RO500FEA 0.050hm + 75ppm/°C 08P4578 0.23 @ WSL0805R0400FEA18 0.04ohm + 75ppm/°C 18X4693 0.59 
@ WSLO603RO800FEA 0.080hm + 75ppm/°C 18X4682 0.48 @ WSLO805RO500FEA18 0.050hm + 75ppm/°C 18X4695 0.61 
125 mW, + 1% @ WSLO805R1000FEA18 0.10hm + 75ppm/°C 18X4697 0.70 
@ WSL0805R0100FEK 0.010hm £ 75ppm/°C 65K4042 = @ WSL0805R1500FEA18 0.150hm + 75ppm/°C 18X4699 0.51 
@ WSL0805R0100FEA 0.010hm + 75ppm/°C 26R4234 0.32 @ WSL0805R2000FEA18 0.20hm + 75ppm/°C 18X4700 0.48 
@ WSLO805R0150FEA 0.0150hm + 75ppm/°C 83K9105 0.41 500 mW, + 1% 
@ WSL0805RO200FEA 0.020hm + 75ppm/°C 26R4236 0.34 @ WSL20101LOQ0FEA 0.0010hm + 275ppm/°C 78R0406 0.66 
@ WSL0805R0250FEA 0.0250hm + 75ppm/°C 77R9247 0.86 @ WSL20102L000FEA 0.0020hm + 275ppm/°C 18X4745 0.43 
@ WSLO0805R0300FEB 0.030hm + 75ppm/°C 72M6542 0.59 @ WSL20103L000FEA 0.003ohm + 150ppm/°C 18X4746 0.43 
@ WSLO805RO300FEA 0.030hm + 75ppmi°C 77R9270 0.41 @ WSL20104L000FEA 0.004ohm + 150ppm/°C 73K0866 0.67 
@ WSL0805R0330FEA 0.0330hm + 75ppm/°C 77R9281 0.47 @ WSL20105LO00FEA 0.0050hm + 110ppm/°C 79K4008 1.24 
@ WSL0805R0400FEA 0.04ohm + 75ppm/°C 77R9293 0.42 @ WSL20106LO00FEA 0.006ohm + 110ppm/°C 67K8925 0.40 
@ WSL0805RO500FEA 0.050hm £ 75ppm/°C 77R9326 _ @ WSL20107LO00FEK 0.0070hm + 75ppm/°C 72M6586 1.07 
@ WSLO805RO800FEK 0.08ohm + 75ppm/°C 72M6548 0.58 @ WSL20107LO00FEA 0.007ohm + 75ppm/°C 20K7581 1.24 
@ WSLO805RO800FEA 0.080hm + 75ppm/°C 77R9388 0.37 @ WSL20107L500FEK 0.00750hm + 75ppm/°C 65K4119 = 
@ WSL0805R1000FEA 0.1ohm + 75ppm/°C 54K3867 0.80 @ WSL20108L000FEA 0.0080hm + 75ppm/°C 78R0539 = 
@ WSL0805R1500FEA 0.150hm + 75ppm/°C 77R9446 0.71 @ WSL20109LO00FEA 0.0090hm + 75ppm/°C 18X4751 0.78 
@ WSL0805R2000FEA 0.20hm + 75ppm/°C 40K2274 0.32 @ WSL2010R0100FEK 0.010hm + 75ppm/°C 65K4068 = 
200 mW, + 1%, High Power @ WSL2010RO100FEA 0.0tohm + 75ppm/°C 26R4246 0.48 
@ WSL0603R0100FEA18 0.010hm £ 75ppm/°C 18X4669 0.47 @ WSL2010R0150FEK 0.0150hm + 75ppm/°C 41K9291 = 
@ WSL0603R0150FEA18 0.0150hm £ 75ppm/°C 18X4671 0.81 @ WSL2010R0150FEA 0.0150hm + 75ppm/°C 07R7612 0.90 
@ WSL0603R0200FEA18 0.02ohm £ 75ppm/°C 18X4672 0.82 @ WSL2010R0200FEK 0.020hm + 75ppm/°C 65K4072 0.87 
@ WSLO603R0250FEA18 0.0250hm + 75ppm/°C 18X4674 0.29 @ WSL2010R0200FEA 0.020hm + 75ppm/°C 26R4248 0.56 
@ WSL0603R0300FEA18 0.030hm £ 75ppm/°C 18X4676 0.82 @ WSL2010R0220FEK 0.0220hm + 75ppm/°C 65K4074 0.87 
@ WSL0603R0330FEA18 0.0330hm £ 75ppm/°C 18X4678 0.77 @ WSL2010R0250FEA 0.0250hm + 75ppm/°C 26R4249 0.92 
@ WSL0603RO0400FEA18 0.04ohm £ 75ppm/°C 18X4680 0.83 @ WSL2010R0300FEK 0.030hm + 75ppm/°C 65K4078 7 
@ WSL0603RO500FEA18 0.050hm £ 75ppm/°C 18X4681 0.77 @ WSL2010R0300FEA 0.030hm + 75ppm/°C 17M6380 1.04 
@ WSL0603R1000FEA18 0.tohm + 75ppm/°C 18X4683 0.51 @ WSL2010R0330FEA 0.0330hm + 75ppm/°C 01P1856 0.44 
250 mW, + 1% @ WSL2010R0350FEK 0.0350hm + 75ppm/°C 65K4079 a 
@ WSL12061LO00FEA 0.0010hm + 275ppm/°C 18X4707 1.29 @ WSL2010RO400FEA 0.04ohm + 75ppm/°C 18X4727 0.44 
@ WSL12062L000FEB 0.0020hm + 275ppm/°C 72M6558 0.87 @ WSL2010R0410FEK 0.0410hm + 75ppm/°C 65K4082 = 
@ WSL12062LO00FEA 0.0020hm £ 275ppm/°C 59J6974 0.71 @ WSL2010R0470FEK 0.0470hm + 75ppm/°C 65K4083 a 

> CONTINUED > > CONTINUED > 


100  Goonline or call for non-compliant or @?ROHS Compliant products. See page 2 


WSL SERIES POWER METAL STRIP® CURRENT SENSE RESISTORS 
(CONT.) 


Temp. Price Each 
Mfg. Part No. Res. Coefficient Stock No. 1-9+ 
500 mW, + 1% 
@ WSL2010ROSOOFEA 0.050hm + 75ppm/°C 26R4250 0.84 
@ WSL2010R0510FEK 0.0510hm + 75ppm/°C 65K4085 2S 
@ WSL2010RO600FEK 0.060hm + 75ppm/°C 65K4086 = 
@ WSL2010RO600FEA 0.060hm + 75ppm/°C 78R0163 0.44 
@ WSL2010RO700FEA 0.07ohm + 75ppm/°C 18X4732 0.40 
@ WSL2010RO800FEA 0.080hm + 75ppm/°C 12M5971 0.37 
@ WSL2010RO900FEA 0.090hm + 75ppm/°C 18X4734 0.48 
@ WSL2010R1000FEK 0.1ohm + 75ppmi/°C 41K9299 0.65 
@ WSL2010R1000FEA 0.1ohm + 75ppm/°C 26R4251 Oz 
@ WSL2010R1100FEA 0.110hm + 75ppm/°C 18X4736 0.46 
@ WSL2010R1300FEK 0.130hm + 75ppm/°C 65K4097 = 
@ WSL2010R1500FEA 0.150hm + 75ppm/°C 51P2830 0.83 
@ WSL2010R2000FEK 0.20hm + 75ppm/°C 41K9303 Ses 
@ WSL2010R2000FEA 0.20hm + 75ppm/°C 26R4253 0.44 
@ WSL2010R2500FEA 0.250hm + 75ppm/°C 18X4738 0.48 
@ WSL2010R3300FEA 0.330hm + 75ppm/°C 18X4740 0.24 
@ WSL2010R4000FEA 0.4ohm + 75ppm/°C 18X4741 0.40 
@ WSL2010R4300FEK 0.430hm + 75ppm/°C 65K4112 = 
@ WSL2010R5000FEK 0.50hm + 75ppm/°C 65K4114 0.65 
@ WSL2010RS5000FEA 0.5ohm + 75ppm/°C 26R4254 0.34 
500 mW, + 1%, High Power 
@ WSL12061LO000FEA18 0.0010hm + 275ppm/°C 18X4708 0.55 
@ WSL12062L000FEA18 0.0020hm + 275ppm/°C 18X4709 0.92 
@ WSL12063L000FEA18 0.0030hm + 150ppm/°C 18X4711 0.67 
@ WSL12064L000FEA18 0.0040hm + 150ppm/°C 18X4713 0.96 
@ WSL12065L000FEA18 0.0050hm + 110ppm/°C 18X4714 0.86 
@ WSL12066LO000FEA18 0.0060hm + 110ppm/°C 18X4715 0.83 
@ WSL12069L000FEA18 0.0090hm + 75ppm/°C 18X4719 0.86 
@ WSL1206RO300FEA18 0.030hm + 75ppm/°C 18X4701 0.69 
@ WSL1206R0400FEA18 0.04ohm + 75ppmi/°C 18X4702 0.50 
@ WSL1206RO500FEA18 0.050hm + 75ppm/°C 26R4243 0.50 
PIM_49270 
ERJ-M SERIES LOW RESISTANCE VALUE CHIP 1 
RESISTORS (CURRENT SENSING RESISTORS) Panasonic 
Features: RoHS 
@ Low resistance values and high precision (1 mohm to Gepsinpian 
20 mohm) oe Available 
© Stable resistance not influenced by measurement 
position 
@ High heat emission - 7 
© Low profile, strong body 
@ Inductance less than 1.0 nH for the metal plate structure 
Temp. Tape Cut 
Mfg. Part No. Res. Coefficient Stock No. 1-24+ 
1W,21% 
@ ERJ-M1WTF1MOU 0.0010hm 350ppm/°C +100 53W8355 0.25 
@ ERJ-M1WTF1M5U 0.00150hm 350ppm/°C +100 53W8356 = 
@ ERJ-M1WTF2MOU 0.0020hm 350ppm/°C +100 53W8357 0.25 
@ ERJ-M1WSF3MO0U 0.0030hm + 350ppm/°C 53W8353 0.22 
@ ERJ-M1WTF3M0U 0.0030hm 100ppm/°C +50 05X8589 as 
@ ERJ-M1WTF4M0U 0.004ohm 100ppm/°C +50 05X8590 0.25 
@ ERJ-M1WSF7MOU 0.0070hm + 100ppm/°C 05X8581 0.29 
@ ERJ-M1WSF8MOU 0.0080hm + 100ppm/°C 53W3972 = 
@ ERJ-M1WSF12MU 0.0120hm + 100ppm/°C 50W2421 0.22 
@ ERJ-M1WSF15MU 0.0150hm + 100ppm/°C 53W8352 0.22 
1W, 25% 
@ ERJ-M1WTJ1MOU 0.0010hm 350ppm/°C +100 05X8591 0.33 
@ ERJ-M1WTJ2M0U 0.0020hm 100ppm/°C +50 05X8592 a 
@ ERJ-M1WTJ3M0U 0.0030hm 100ppm/°C +50 05X8593 0.03 
@ ERJ-M1WSJ4MOU 0.004ohm + 350ppm/°C 05X8584 0.41 
@ ERJ-M1WTJ4M0U 0.004ohm 100ppm/°C +50 05X8594 = 
@ ERJ-M1WSJ5MOU 0.0050hm + 100ppm/°C 05X8585 0.34 
@ ERJ-M1WSJ6MOU 0.0060hm + 100ppm/°C 05X8586 0.41 
@ ERJ-M1WSJ7MOU 0.0070hm + 100ppm/°C 05X8587 0.09 
@ ERJ-M1WSJ8MOU 0.0080hm + 100ppm/°C 05X8588 0.34 
@ ERJ-M1WSJ10MU 0.010hm + 100ppm/°C 53W3973 = 
@ ERJ-M1WSJ12MU 0.0120hm + 100ppm/°C 50W2428 0.19 
@ ERJ-M1WSJ15MU 0.0150hm + 100ppm/°C 05X8583 0.10 
2W,t1% 
@ ERJ-M1WSF6MOU 0.0060hm + 100ppm/°C 53W8354 0.21 
PIM_208991 
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RESISTORS, THERMISTORS & POTENTIOMETERS 
CURRENT SENSE RESISTORS — SMD 


ERJ SERIES THICK FILM CHIP LOW RESISTANCE 
RESISTORS 


Features: 
@ Small size and lightweight 


Panasonic 


RoHS _ 
Compliant 
Available 


@ High reliability: Metal glaze thick film resistive element 1 0 2 
and three layers of electrodes 
@ Suitable for both reflow and flow soldering 
Temp. Tape Cut 
Mfg. Part No. Res. Coefficient Stock No. 1-24+ 
200 mW, + 5% 
@ ERJ-LO3KJ50MV 0.050hm + 200ppm/°C 53W3964 0.09 


PIM_208933 


HONEYWELL CLAROSTAT RV4 SERIES PLASTIC 

MILITARY POTENTIOMETERS 

Specifications 

© Power Rating @ 70°C: 2 Watt 

Effective Rotation: 270°, -0°/+10° 

Resistance Tolerance: +10% 

Dielectric Strength: 1000 VAC 

Working Voltage: 500 VDC Across End Terminals, Not 

Exceeding Power Rating 

@ Electrical and Mechanical Rotation: 312°+3° 

Operating Temperature: -55°C to +120°C. 

@ Most popular values shown, additional values available; 
go online or call. 


Honeywell 

Gepiin : 
Compliant 
Available 


RV4LAYSA SERIES 

0.500” (12.70) long locking bushing, 0.625” (15.58) long slotted shaft FMS. 

53C1 SERIES 

Commercial version of RV4 series with 2” long round shaft, 3/8” long bushing. Additional values available; go 
online or call. 

RV4NAY SERIES 

0.375” (9.53) long plain bushing. SD in type number indicate 0.875” (22.23) long shaft. SK in type number 
indicates 2.500” (63.50) long slotted shaft FMS. 

53C3 SERIES-COMMERCIAL VERSION 


7/8" slotted shaft, 3/8” long bushing with 3/8 x 32-NEF 2A thread. 
Linear Shaft Price Each 
Mfg. Part No. Linear Res. | Turns | Tol. Dia. Stock No. 1-4+ 
2W 
RV4LAYSA102A | Linear tkohm | 1Turns | £10% | 6.35mm | 15.88mm | 01F2656 = 
RV4NAYSK502A | Linear 5kohm | 1Turns | +10% | 6.35mm | 63.5mm | 01F3529 = 
RV4NAYSD203A | Linear 20kohm | 1Turns | +10% | 6.35mm | 22.23mm | 04F8775 = 
RV4LAYSA105A | Linear 1Mohm | 1Turns | +10% | 6.35mm | 15.88mm | 01F2665 = 
RV4LAYSA154A | Linear 150kohm | 1Turns | +10% | 6.35mm | 15.88mm | 01F3527 = 
RV4LAYSA255B | Linear 2.5Mohm | 1Turns | +20% | 6.35mm | 15.88mm| 01F2666 | 18.68 
@ 53C110K Linear 10kohm | 1Turns | +10% | 6.35mm | 50.8mm | 10M5383 = 
RV4LAYSA101A | Linear 100ohm | 1Turns | +10% | 6.35mm | 15.88mm | 01F2653 = 
RV4LAYSA503A | Linear 50kohm | 1Turns | +10% | 6.35mm | 15.88mm | 01F2661 = 
RV4NAYSDS500A | Linear 50ohm | 1Turns | +10% | 6.35mm | 22.23mm | 01F3513 = 
RV4NAYSD253A | Linear 25kohm | 1Turns | +10% | 6.35mm | 22.23mm | 01F2645 = 
RV4LAYSA252A | Linear 2.5kohm | 1Turns | 10% | 6.35mm | 15.88mm | 01F2657 = 
RV4NAYSD101A | Linear 100ohm | 1Turns | +10% | 6.35mm | 22.23mm | 01F2638 = 
RV4NAYSDS504A | Linear 500kohm | 1Turns | +10% | 6.35mm | 22.23mm | 01F2649 = 
RV4LAYSA500A | Linear 50ohm | 1Turns | +10% | 6.35mm | 15.88mm | 01F3522 = 
RV4NAYSD753A | Linear 75kohm | 1Turns | 10% | 6.35mm | 22.23mm | 01F3517 = 
RV4NAYSD105A | Linear 1Mohm | 1Turns | +10% | 6.35mm | 22.23mm | 01F2650 = 
RV4LAYSA502A | Linear 5kohm | 1Turns | +10% | 6.35mm | 15.88mm | 01F2658 ae 
RV4LAYSA205B | Linear 2Mohm | 1Turns | +20% | 6.35mm | 15.88mm | 01F3528 8.27 
RV4LAYSASO04A | Linear 500kohm | 1Turns | £10% | 6.35mm | 15.88mm | 01F2664 = 
RV4LAYSA103A | Linear 10kohm | 1Turns | +10% | 6.35mm | 15.88mm | 01F2659 = 
RV4NAYSK103A | Linear 10kohm | 1Turns | +10% | 6.35mm | 63.5mm | 01F3530 — 
RV4NAYSD103A | Linear 10kohm | 1Turns | +10% | 6.35mm | 22.23mm | 01F2644 —_ 
RV4LAYSA253A | Linear 25kohm | 1Turns | +10% | 6.35mm | 15.88mm | 01F2660 — 
RV4LAYSA254A | Linear 250kohm | 1Turns | £10% | 6.35mm | 15.88mm | 01F2663 oan 
RV4LAYSA153A | Linear 15kohm | 1Turns | +10% | 6.35mm | 15.88mm | 01F3526 = 
RV4NAYSD501A | Linear 500ohm | 1Turns | +10% | 6.35mm | 22.23mm | 01F2640 = 
RV4LAYSA501A | Linear 500ohm | 1Turns | +10% | 6.35mm | 15.88mm | 01F2655 = 
RV4NAYSD251A | Linear 250ohm | 1Turns | +10% | 6.35mm | 22.23mm | 01F2639 = 
RV4LAYSA104A | Linear 100kohm | 1Turns | +10% | 6.35mm | 15.88mm | 01F2662 = 
53C3150K Linear 150kohm | 1Turns | +20% | 6.35mm | 22.23mm | 96F9319 = 
53C3-5MEG Linear 5Mohm | 1Turns | +20% | 6.35mm | 22.23mm | 04F9374 13.49 
@ 53C1-100 Linear 100ohm | 1Turns | +10% | 6.35mm | 50.8mm | 10M5380 = 
@ 53C11K Linear 1kohm | 1Turns | +10% | 6.35mm | 50.8mm | 10M5382 eas 
@ 53C15K Linear 5kohm | 1Turns | +10% | 6.35mm | 50.8mm | 10M5386 = 
@ 53C1100K Linear 100kohm } 1Turns | +10% | 6.35mm | 50.8mm | 15M2460 = 
@ 53C1250K Linear 250kohm | 1Turns | +10% |6.35mm | 50.8mm | 10M9204 —_ 
@ 53C150K Linear 50kohm | 1Turns | +10% | 6.35mm | 50.8mm | 10M5387 = 
@ 53C125K Linear 25kohm | 1Turns | +10% | 6.35mm | 50.8mm | 10M5385 = 
@ 53C012.5K Linear 2.5kohm | 1Turns | 10% | 6.35mm | 50.8mm | 32M7223 = 
@ 53C12K Linear 2kohm_ | 1Turns | +10% | 6.35mm | 50.8mm | 93B2490 = 
> CONTINUED > 
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RESISTORS, THERMISTORS & POTENTIOMETERS @ Indicates RoHS Compliant 4] Find Datasheets Online 


POTENTIOMETERS 


HONEYWELL CLAROSTAT RV4 SERIES PLASTIC MILITARY 3590S SERIES 7/8” DIAMETER, 10 TURN, BOURNS’ 


POTENTIOMETERS (CONT.) WIREWOUND PRECISION POTENTIOMETER 
i 500ohm | 1Turns | +10% | 6.35mm | 50.8 08N5649 = Features Rots 
@ 53C1500< Linear johm | {Tums | +10% | 6.35mm mm Plastic or Metal Shaft and Bushings Gee einoiat 
PIM_9634 @ Anti-Rotation Pin, PC Pin, and other custom options availa- 
ble,Go online or call 
7 @ Bushing Mount 
3540S WIREWOUND AND 3541H HYBRITON®, BOURNS © Solder Lug Style 
7/8” DIAMETER, 10 TURN, PRECISION © Full body sealed 
POTENTIOMETERS @ Designed for use in HMI applications 
Features RoHS Specifications e 
: Si f Compliant © Tolerance: +5% Meth- 

: a elec Precision Potentiometer Geeeinpian ® Power Rating: 2W @ 40°C 6d 

g © Absolute Minimum Resistance: 10 or 0.1%(Which- 301 


® Gangable with Common or Concentric Shafts 


© Optional Anti-Rotation Lug, High Torque, 0.1% Linearity ever is Greater) 


© Rotational Life: 1,000,000 Cycles 


- : ® Dielectric Strength: 2000 VAC @ Stop Strength: 640z.-in. (45Ncm) Min. 
Passer oa Available, Go-online or. call © Temperature Coefficient: +50 ppm/°C © Torque: 0.50z.-in. (0.40Ncm) Max. 
© Tolerance: +5% (Type 3540S); +10% (Type © Solderability: Meets MIL-STD-202, @ Linearity: 0.25% 
3541H) icp Shaft Price Each 
© Power Rating: 2W @ 70C e Solderability: Meets MIL-STD-202, Method 301 " ae I 
© Temperature Coeff: +50ppmv/°C (35408) and © Rotational Life: 1,000,000 (Type 3540S); 5,000,00 Mfg. PartNo. | Linear Res. Turns | Tol. Dia. Stock No. 1-9+ 
+100ppm/°C(3541H) (type 3541H) Revolutions ; 2W 
© Operating Temp. Range: -40°C to +125°C : Stop es hs greeter Min. @ 35908-1-104L [Linear | 100kohm | 10Turns | +5% | 6.3mm | 20.62mm | 62K3200 = 
© Dielectric Strength: 1000 VAC Cee meee @ 3590S-1-203L [Linear | 20kohm | 10Tums | 45% | 6.3mm | 20.62mm | 62K3201 | 13.37 
Linear Shaft Price Each @ 3590S-2-203L |Linear | 20kohm | 10Turns | +5% | 6.34mm | 20.63mm | 62K3210 19.69 
Mfg. PartNo. | Linear Res. Turns | Tol. Dia. Stock No. 1-4+ PIM_4148 
2W 
@ 3540S-1-101L | Linear | 100ohm | 10Turns | +5% | 6.34mm | 20.62mm | 17M3627 | 36.85 i e 
@ 3540S-1-103L | Linear | 10kohm | 10Turns | +5% | 6.34mm | 20.62mm | 88K8192 | 35.64 cseeaeig 3501H SERIES 7/8” DIA. POTENTIOMETERS BOURNS 
@ 3540S-1-201L | Linear | 200ohm | 10Turns | +5% | 6.34mm | 20.62mm | 88K8194 34.57 © 10-Turn, Wirewound/Hybrid Precision Potentiometer Ge tinoiat 
@ 3540S-1-202L |Linear | 2kohm | 10Tums | +5% | 6.34mm | 20.62mm | 88K8195 | 36.85 ° Bette, Weer ‘ Available 
: © Sealable, Gangable 
@ 3540S-1-203L | Linear | 20kohm | 10Turns | +5% | 6.34mm | 20.62mm | 88K8196 36.85 © Terminals: Gold-Plated Solder Lugs 
@ 3540S-1-502L | Linear | 5kohm | 10Turns | +5% | 6.34mm | 20.62mm | 88K8198 37.59 © Resistance Range Available: 50 to 200kO 
PIM 9610 © Optional High Torque, Center Tap and Custom Features 
= Available, Go online or call 
Specifications @ +50 ppm/°C Max. 
533/534/535/536 SERIES PRECISION WIREWOUND Wy? (lerance: 3% © Solderability: Meets MIL-STD-202, Method 301 
POTENTIOMETERS VISHAY. © Power Rating @ +70°C: 2 Watt © Rotational Life: 2,000,000 Cycles 
. © Independent Linearity: 0.20% © Stop Strength: 960z.-in. (67.8Ncm) Min. 
Features ; ® Dielectric Strength: 1500 VAC © Torque: 0.60z.-in. (0.42Ncm) Max. 
© Two-Gang, Rear Shaft Extensions © Temperature Coefficient: © Ganging: 2 Cups Max. 
© Special Shafts Rois Ct : 
® Dual Concentric 7 Available Linear Shaft Price Each 
© Shaft Size: 0.812" x 0.250"dia. Mfg. PartNo. |Linear | Res. Turns | Tol. Dia. Stock No. 1-4+ 
© Bushing: 3/8” 2A ee 2W 
Specifications - 
© Standard Tolerance: +5% @ 3500S-2-204L |Linear | 200kohm | 10Turns | +3% | 6.34mm | 20.64mm | 62K3190 | 136.22 
@ Dielectric Strength: 1000 Vrms min. 60Hz @ 3500S-2-502L | Linear Skohm | 10Turns | +3% | 6.34mm | 20.64mm | 62K3192 77.08 
@ Load Life: 900 Hours 7 9 
© Operating Temperature: -55°C to +125°C a inet @ 3501H-1-102L {Linear | 1kohm | 10Turns | +10% | 6.34mm | 20.64mm | 62K3194 | 73.95 
: fae ees an ie - oo 533); © Rotational Life (Shaft Revolutions): pes 
ea. Vale noha ype 536); @ 300,000 (Type 533), 1Million (Type 534 and Type 
© ‘Temperature Coefficient of Resistance: 20 ppm/*c_ 926), 800,000 (Type 536) CLAROSTAT 73JA SERIES 10-TURN WIREWOUND Higneywell 
533 SERIES 3-TURN POTENTIOMETERS PRECISION POTENTIOMETERS yw 
534 SERIES 10-TURN POTENTIOMETERS Features v RoHS 
535 SERIES 5-TURN POTENTIOMETERS © Stainless steel shaft Sep erain 
536 SERIES 10-TURN POTENTIOMETERS © Wirewound element Available 
Linear Shaft Price Each © Lineartaper 
Mfg. PartNo. | Linear Res. Turns | Tol. Dia. Stock No. 1-9+ : un conten 
Specifications 
1.5W © Power Rating@ 70°C: 2 Watt 
@ 535-11502 Linear 5kohm | 5Turns | +5% | 6.34mm | 20.62mm | 20M1969 33.89 e Resistance Tolerance: +5% 
© 535-11203 [Linear | 20kohm | STurns | +5% | 634mm | 20.62mm | 20M1968 | 24.53 ; (neo ANC ta 120°C 
Ua ‘0 
1W @ Working Voltage: 500 V Max 
@ 533B1502JC_| Linear 5kohm | 3Turns | +5% | 6.34mm | 20.62mm | 20M1952 28.17 ® Dielectric Strength: 1000 VAC ameter: 0.25 in. 
: Y © Mechanical Rotation: 3600°, +10°/0° © Shaft Length: 0.812 in. 
© 533B1103JC_|Linear_| 10kohm | 3Turns | +5% | 6.34mm | 20.62mm | 20M1948 | 33.24 © Electrical and Effective Rotation: 3600°, +10°/0° Applications 
2W © Rotational Life: 50,000 cycles © Manuals controls 
@ 5534-11103 Linear | 10kohm | 10Turns | +5% | 6.34mm | 20.62mm | 20M1955 25.93 © Body Diameter: 0.875 in. @ Welding and heating 
@ 534-11501 Linear | 500ohm | 10Turns | +5% | 6.34mm | 20.62mm | 20M1960 19.95 Linear Shaft Price Each 
@ 534-11502 Linear 5kohm | 10Turns | +5% | 6.34mm | 20.62mm | 20M1961 25.93 Mfg. Part No. | Linear Res. Turns | Tol. Dia. Stock No. 1-4+ 
@ 536-1-1-103 |Linear | 10kohm | 10Turns | +5% | 6.35mm | 20.62mm | 20M1971 24.84 2W 
@ 5534-11102 Linear tkohm | 10Turns | +5% | 6.34mm | 20.62mm | 20M1954 25.93 @ 73JA2K Linear 2kohm | 10Turns | +5% | 6.35mm | 20.62mm | 01F3548 64.81 
@ 536-1-1-502_|Linear | 5kohm | 10Turns | +5% | 6.35mm | 20.62mm | 20M1976 | 24.84 @73JA20K [Linear | 20kohm | 10Tums | +5% | 6.35mm | 20.62mm | 01F3551 = 
@534-11203 [Linear | 20kohm | 10Turns | +5% | 6.34mm | 20.62mm | 20M1959 | 25.42 @73JA100 [Linear | 100ohm | 10Turns | +5% | 6.35mm | 20.62mm | 01F3544 a 
@ 536-1-1-501 |Linear | 500ohm | 10Turns | +5% | 6.35mm | 20.62mm | 03F3919 16.56 @73JA25K |Linear | 25kohm | 10Tums | +5% | 6.35mm | 20.62mm | 01F3552 a 
@ 536-1-1-201 |Linear | 200ohm | 10Turns | +5% | 6.35mm | 20.62mm | 20M1973 24.84 @ 73JA500 Linear 500ohm | 10Turns | +5% | 6.35mm | 20.62mm | 01F3546 = 
@ 536-1-1-503 |Linear | 50kohm | 10Turns | +5% | 6.35mm | 20.62mm | 20M1977 | 23.11 @ 73JA200 Linear | 200ohm | 10Turns | +5% | 6.35mm | 20.62mm | 01F3545 a 
PIM_9625 @ 73JA5K Linear Skohm | 10Turns | +5% | 6.35mm | 20.62mm | 01F3549 = 
@73JA100K |Linear | 100kohm | 10Turns | +5% | 6.35mm | 20.62mm | 01F3554 = 
@ 73JA10K Linear 10kohm | 10Turns | 45% | 6.35mm | 20.62mm | 01F3550 = 
@73JA50K |Linear | 50kohm | 10Tums | +5% | 6.35mm | 20.62mm | 01F3553 ak 
@ 73JA1K Linear tkohm | 10Turns | +5% | 6.35mm | 20.62mm | 01F3547 79.81 
PIM_9633 
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HONEYWELL CLAROSTAT 62JA SERIES 10- 
TURN WIREWOUND PRECISION 
POTENTIOMETERS 

Specifications q 
@ Tolerance: +5% 

@ Power Rating @ 25°C: 2 Watt; derated to 0 

Watt @ 85°C 

Electrical Rotation: 3600°, +10°/-0° 

Effective Rotation: 3600° Nominal 

Dielectric Strength: 1000 VAC 

Working Voltage: 450 V Max. 

Mechanical Rotation: 3600°, +10°/-0° 

Linearity: 0.25% 

Body Diameter: 7/8” 

Solder Lug Terminals 

Temperature Coefficient: 20 ppm 


Honeywell 
(ic—,) Se 


Linear Shaft Price Each 
Mfg. Part No. | Linear Res. Turns Tol. Dia. Stock No. 1-4+ 
2W 
@ 62JA2K Linear | 2kohm | 10Turns | +5% | 6.32mm | 23.81mm | 01F2620 
@ 62JA1K Linear | 1kohm | 10Turns | +5% | 6.32mm | 23.81mm | 01F2419 
PIM_9636 
SP22E/SW22E SERIES GENERAL-PURPOSE SINGLE TURN ° 
POTENTIOMETERS 
Features ETI 


© Conductive Plastic Element 

© Gold Plated Terminals 

@ High Temp. Thermoplastic Housing 
© Stainless Steel Shaft 
Specifications 


SYSTEMS 


RoHS — 
/ Compliant 
44 Available 


© Tolerance: 10% 
© Linearity: +1.0% 
@ Power Rating: 1 Watt 
@ Electrical Angle: 320° +5° 
@ Mechanical Angle: 320° +5° 
@ Torque: Below 0.8 oz.-in. © Robotics 
© Weight: Approx. 0.7 oz. @ Industrial 
e Life Expectancy: 10 million turns © Non-Life support Medical Equipment 
Applications @ Test and Lab Equipment 
Linear Shaft Price Each 

Mfg. Part No. | Linear Res. Turns | Tol. Dia. Stock No. 1-4+ 
1W 

@SP22E-10K |Linear | 10kohm | 1Turns | +10% | 6.35mm | 20.574mm | 83H7879 43.80 
@SP22E-1K | Linear 1kohm | 1Turns | +10% | 6.35mm | 20.574mm | 83H7878 43.80 
@ SP22E-2K Linear 2kohm | 1Turns | +10% | 6.35mm | 20.574mm | 83H7880 2204 
@SP22E-5K |Linear | 5kohm | 1Turns | +10% | 6.35mm | 20.574mm | 83H7881 43.80 
500 mW 

@ SW22E-100 |Linear | 100ohm | 1Turns | 43% | 6.35mm | 20.63mm | 83H7905 59.27 
@ SW22E-10K |Linear | 10kohm | 1Turms | +3% | 6.35mm | 20.63mm | 83H7904 52.36 
@SW22E-1K |Linear | tkohm | 1Turns | +3% | 6.35mm | 20.63mm | 83H7903 59.27 
@SW22E-2K |Linear | 2kohm | 1Turns | 43% | 6.35mm | 20.63mm | 83H7906 59.27 
@SW22E-5K |Linear | Skohm | 1Turns | +3% | 6.35mm | 20.63mm | 83H7907 59.27 
PIM_80108 


3400S SERIES 1-13/16” DIA. 10 TURNWIREWOUND BOURNS’ 
PRECISION POTENTIOMETERS 

Getinpiat 

Available 


Features 

@ 10-Turn, Wirewound, Precision Potentiometer 
@ Bushing Mount, Sealable 

@ High Stop Strength 

© Gold-Plated Solder Lugs 

Specifications 

Tolerance: 3% 


® Dielectric Strength: 1000 VAC 
@ Power Rating @ 40°C: 5 Watts 
© Temp. Coefficient: +20 ppm/°C Max. : A 
 Solderabiity: Meets MIL-STD-202, Method 301° bao aoe cecal 
© Rotational Life: 2,000,000 Cycles Be seats ere nee 
© Stop Strength: 550oz.-in. (388Ncm) Independent Linearity: 0.15% 
+0.05% linearity available; go online or call . 

Linear Shaft Price Each 

Mfg. PartNo. | Linear Res. Turns | Tol. Dia. Stock No. 1-4+ 

5 W 
@ 3400S-1-101L |Linear | 100ohm | 10Turns | +3% | 6.34mm | 20.64mm | 62K3172 147.00 
@ 3400S-1-102L | Linear 1kohm | 10Turns | +3% | 6.34mm | 20.64mm | 62K3173 190.77 
@ 3400S-1-103L | Linear 10kohm | 10Turns | +3% | 6.34mm | 20.64mm | 62K3174 202.78 
@ 3400S-1-104L |Linear | 100kohm | 3Turns | +3% | 6.34mm | 20.64mm | 62K3175 164.42 
@ 3400S-1-202L |Linear | 2kohm | 10Turns | +3% | 6.34mm | 20.64mm | 62K3177 202.78 


@ 3400S-1-204L |Linear | 200kohm | 10Turns | +3% | 6.34mm | 20.64mm | 62K3179 145.75 
@ 3400S-1-501L |Linear | 500ohm | 10Turns | +3% | 6.34mm | 20.64mm | 62K3180 147.00 
@ 3400S-1-502L | Linear Skohm | 10Turns | +3% | 6.34mm | 20.64mm | 62K3181 202.78 
@ 3400S-1-503L | Linear | 50kohm | 3Turns | +3% | 6.34mm | 20.64mm | 62K3182 = 

@ 3400S-1-504L |Linear | 500kohm | 10Turns | +3% | 6.34mm | 20.64mm | 62K3183 | 252.86 


PIM_9543 
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RESISTORS, THERMISTORS & POTENTIOMETERS 


POTENTIOMETERS 
P16NP SERIES SINGLE-TURN CERMET “POT IN THE KNOB” ,  f 
POTENTIOMETERS VISHAY. 
Features 


@ Flush Mounts on Front of Panels 

© Mounting Hardware and Terminals Situated on Back 
Side 

© Sealed Construction 

@ Linear Taper 

@ 10mm Dia. Plastic Knob 

Specifications 

© Power Rating @ 40°C: 1 Watt 

® Mechanical Travel: 300°+5° 

® Dielectric Strength: 2500 Vrms 


RoHS 
Compliant 
Available 


© Operating Temperature: -55°C to +85°C 


Linear Price Each 
Mfg. Part No. Linear Res. | Turns Tol. StockNo. | 1-9 
1W 
@ P16NP103KAB15 Linear 10kohm 1Turns +10% 61M2834 25u5) 
@ P16NP473MAB15 Linear 47kohm | {Turns +20% 61M2840 = 
PIM_49773 
Variable Digital Display 
| Power Price Each 
Mfg. Part No. Res. Tol. Rating Stock No. 1-9+ 
Screwdriver Slot 
@ P16NP-5K-10-A 5 kohm + 10% 1W 95B8621 25.64 
@ P16NP101MAB15 100 ohm + 20% 1W 61M2832 20.86 
@ PA16NP502KAB15 5 kohm + 20% 500 mW 61M2830 23.42 
@ P16NP-100K-10-A 100 kohm + 10% 1W 69M7416 22.98 
PIM_5513084 


860 SERIES 1-13/16” 10-TURN WIREWOUND POTENTIOMETERS Wy 

Features VISHAY. 

@ Bushing Mount 

@ Shaft Length with Bushing: 0.812 x 0.250” dia. 

© Bushing: 3/8-32 x 5/16” fokls : 

Specifications Os ‘ompliant 
Tolerance: <200 Ohms, +3%:; =200 Ohms, +1% wee 

© Power Rating @ 40°C: 8.0 W att 

© Linearity: +/-0.25 % standard 

© Torque: 1.26 oz. - in 

@ Dielectric Strength: 1000 Vrms 

© Rotational Life: 500,000 Shaft Revolutions 


© Operating Temperature: -55°C to 125°C. 


Linear Shaft Price Each 
Mfg. Part No. | Linear Res. Turns | Tol. Dia. Stock No. 1-4+ 
8W 
860-11201 |Linear | 200ohm | 10Turns | +1% | 6.34mm | 20.62mm | 01F8083 103.55 
860-11501 |Linear | 500ohm | 10Turns | 1% | 6.34mm | 20.62mm | 01F8084 123.82 
860-11101 |Linear | 100ohm | 10Turns | +3% | 6.34mm | 20.62mm | 01F8082 124.87 
860-11103 |Linear | 10kohm | 10Turns | 1% | 6.34mm | 20.62mm | 01F8088 176.05 
860-11500 | Linear 50ohm | 10Turns | +3% | 6.34mm | 20.62mm | 01F8081 124.87 
860-11202 | Linear 2kohm | 10Turns | +1% | 6.34mm | 20.62mm | 01F8086 176.05 
860-11203 |Linear | 20kohm | 10Turns | 1% | 6.34mm | 20.62mm | 01F8089 143.78 
PIM_9948 
132 SERIES SINGLE-TURN WIREWOUND POTENTIOMETERS yy 
Hee VISHAY. 
= 
ity [3 


RoHS 
Compliant 
Available 


Features @ Tolerance: 3% 

@ Independent linearity: to 2000, +1%; over 2000, @ Power Rating @ 40°C: 2.75W 
+0.5% © Dielectric Strength: 1000 Vrms 

@ Shaft length including bushing: 0.875 x 0.25” © Temperature Coefficient: +20 ppm/°C 
diameter © Electrical Rotation: continuous 352° +2°; 

© Bushing: 3/8-32 x 3/8” © 336° +2° for units with stops* 

@ 0-0 in mfg. part no. = continuous; 2-0 in mfg. part + © Rotational Life: 500,000 Shaft Revolutions 
no. = stops © Operating Temperature: -55°C to +125°C 


Specifications 


Linear Shaft Price Each 
Mfg. Part No. | Linear Res. Turns | Tol. Dia. Stock No. 1-4+ 
2.75 W 
@ 132-0-0-502 | Linear 5kohm | 1Turns | +3% | 6.34mm | 22.22mm | 20M1715 57.03 
@ 132-0-0-103 |Linear | 10kohm | 1Turns | +3% | 6.34mm | 22.22mm | 20M1712 38.57 
PIM_9622 
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RESISTORS, THERMISTORS & POTENTIOMETERS 
POTENTIOMETER 


3680 SERIES PUSH BUTTON PANEL BOURNS 
POTENTIOMETERS 
Features RoHS | 
© Repeatable Settings Geeeinoint 
@ Easily Read Digital Dial 
@ Resolution: 
© 3682 Series: 1% 
© 3683 Series: 0.1% 
@ Snap-In Mount 
Specifications 
© Tolerance: 3% © Load Life: 1000 Hours @ 2W 
@ T.C. = 100 ppm © Expected Life: 75,000 Button Operation per 
@ Power Rating @ +25°C: 2 Watt Decade 
© Dielectric Withstanding Voltage: 1000 VAC Min. © Each decade has 10 positions (0-9) 
© Solderability: Meets MIL-STD-202, Method 301 © Operating Temp: -25°C to +85°C 
For Use Price Each 
Mfg. Part No. Type With Stock No.|  1-1-4+ 
@ H-385-3 | Panel Seal Assembly | Bourns Model 3683 Digital Pushbutton} 66F2856 = 
Precision Potentiometer 
PIM_9439 


3610 SERIES 10 TURN PRECISION KNOBPOT WITH BOURNS’ 

DIGITAL DISPLAY 

Features 

@ Space-Saving, Snap-In Mounting: Extends only 5/8” 
Behind Most Panels 

@ Easily Read 3 Character Digital Dial 

© Gold-Plated J-Hook Terminals 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


ya \e) of \ ey 


RKS (Model K) 


RoHS - 
Compliant 
Available 


RLS (Model L) 


Specifications: 

© Resistance Wire is Wound on Solid Ceramic Core 

@ Turns Are Locked in with Either Vitreous Enamel or 
Silicone-Ceramic Material @ If Units are Enclosed, Wattage Should be Reduced 

© Contact Brushes Are Metal Graphite to as Much as 50%, Depending on Ventilation 


MODEL E, 12.5 WATT - Knob mfg. part no. 5151E is recommended; order separately; go online or call. Mfg. 
part nos. 3.5kO and above are ceramic coated. 

MODEL H, 25 WATT - Knob mfg. part no. 5150E recommended; order separately; go online or call. Mfg. part 
nos. 10kO and above are ceramic coated; 500V max. Not UL approved above 5kO. 

MODEL J, 50 WATT - Knob mfg. part no. 5150E recommended; order separately; go online or call. Mfg. part 
no. RJS50K is not UL approved. Silicone-ceramic coated. 

MODEL G, 75 WATT - Knob mfg. part no. 5150E recommended; order separately; go online or call. Mfg. part 
nos. 5kO and above are ceramic coated. 


RNS (Model N) 

© Terminals at Each End of Winding Permit Unit to 
Be Used as a Potentiometer 

© Current Ratings Shown Assume Use in Free Air. 


Specifications Power | Price Each 
© Tolerance: +5% Mfg. Part No. Res. Rating Stock No. 1+ 
: ne i . aie Te Linear, + 10%, Screwdriver Slot, Model E 
Temperature Cooter £50 ppmi°C MaeWire : me aieeneain @ RELSROE 5ohm 12.5W 64K5646 113.97 
: Sioa Meets MIL-STD-202, Method 301 © Operating Temperature: +1°C to +85°C @ RELSORE 5dohm 12.5W 64K5647 38.98 
‘otational Life: 50,000 Revolutions @ REL10KE 40kohm 12.5W 64K5626 142.48 
Power Price Each Linear, + 10%, Screwdriver Slot, Model G 
Mfg. Part No. Res. Tol. Rating Stock No. 1-4+ @ RGS7RSE 7.50hm 75W 64K5706 155.86 
Screwdriver Slot @ RGS200E 2000hm 75W 64K5696 129.10 
3610S-1-502 5 kohm +5% 1.5W 01F8330 213.86 @ RGS1KOE 1kohm 75W 64K5686 142.78 
3610S-1-203 20 kohm +5% 1.5W 01F8332 — Linear, + 10%, Screwdriver Slot, Model H 
3610S-1-102 1 kohm +5% 1.5W 01F8328 213.86 @ RHS1ROE tohm 25W 64K5739 93.77 
PIM_9440 @ RHS2ROE 2ohm 25W 64K5748 95.15 
@ RHS3ROE 3o0hm 25W 64K5754 96.73 
10 AND 100 TURN DIGITAL SCALE DIALS ae a oA ah 9328 
VISHAY. © RHS8ROE 8ohm 25W 64K5764 95.15 
@ RHS10RE 100hm 25W 64K5741 90.79 
@ RHS15RE 150hm 25W 64K5745 90.79 
Ge simoiat @ RHS25RE 250hm 25W 64K5751 90.79 
4.750 aWHEEL mvallabls @ RHS35RE 35ohm 25W 64K5755 90.79 
(4445) VERSION @ RHSS50RE 50ohm 25W 64K5758 90.79 
@ RHS75RE 75ohm 25W 64K5762 90.79 
@ RHS100E 1000hm 25W 64K5742 90.79 
@ RHS125E 1250hm 25W 64K5743 76.78 
Characteristics Right Two Digits Show Percent of Partial Turn @ RHS175E 1750hm 25W 64K5746 90.79 
‘ ee er geee weet Permits ‘ Ue iat On oan Window Bezel; @ RHSZ50E 25donin 26W Chere 84.93 
Access to Pot Shaft for Fast, Accurate Phasing © Type 15-2-11: Same as Type 15-1-11 Except is @ RHS350E 3500hm 25W 64K5756 73.40 
© Positive Braking Action Four-Digit; Counts to 99.99 Turns @ RHS500E 5000hm 25W 64K5759 90.79 
e ‘ait Indi , 
ee are monroe eon aie finish. Knobs, bezel and base are matte black plastic. White @ RHOPSUE teal _ Cie 82.49 
numerals on black background. @ RHS1KOE ‘ikohm 25W 64K5737 86.10 
“has clear plastic window @ RHS1K5E 1.5kohm 25W 64K5738 31.07 
Shaft Dial Price Each @ RHS2K5E 2.5kohm 25W 64K5747 94.01 
Mfg. Part No. Dia. Turns Composition Stock No. 1-4+ @ RHS3K5E 3.5kohm 25W 64K5753 94.01 
@ 015-1-31 6.35mm 10 Satin Body w/ Black Dial 20M1642 59.46 @ RHLSKOE 5kohm 25W 64K5729 89.70 
@ 015-2-11 6.35mm 100 Satin Body w/ Black Dial 20M1643 61.53 @ RHSSKOE 5kohm 25W 64K5757 91.32 
@ 15A11B10 0.25” 10 Satin Body w/ Black Dial 20M1641 68.33 @ RHS10KE 40kohm 25W 64K5740 101.91 
PIM_4168 @ RHS25KE 25kohm 25W 64K5750 96.86 
Linear, + 10%, Screwdriver Slot, Model J 
WIREWOUND POWER RHEOSTATS _ OMI @ RUSRS0E 0.50hm 50W 64K5790 137.37 
@ RJS1ROE tohm 50W 64K5793 12273 
@ RJS2ROE 2ohm 50W 64K5801 122.73 
@ RJS4ROE 4ohm 50W 64K5810 103.87 
@ RJS6ROE 6ohm 50W 64K5816 110.31 
@ RJS8ROE 80hm 50W 64K5818 123.39 
@ RJS12RE 120hm 50W 64K5795 107.27 
@ RJS16RE 16ohm 50W 64K5799 92.13 
@ RJS22RE 220hm 50W 64K5803 107.27 
@ RJS35RE 35ohm 50W 64K5809 94.72 
@ RJSSORE 50ohm 50W 64K5814 107.27 
@ RJS80RE 800hm 50W 64K5819 107.27 
@ RJS125E 1250hm 50W 64K5796 91.05 
@ RJS150E 1500hm 50W 64K5798 107.26 
> CONTINUED > > CONTINUED > 
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RESISTORS, THERMISTORS & POTENTIOMETERS 


POTENTIOMETERS 
WIREWOUND POWER RHEOSTATS (CONT.) 3299 SERIES 3/8” SQUARE 25-TURN CERMET BOURNS'’ 
Power Price Each TRIMMERS 
Mfg. Part No. Res. Rating Stock No. 1+ Features : ; a Sapien 7 
: L © Sealed body suited for Industrial applications Compliant 
Linear, + 10%, Screwdriver Slot, Model J @ 5-Terminal Styles Available 
@ RJS225E 2250hm SOW 64K5804 94.71 @ Patented Drive Mechanism 
@ RJS300E 300ohm 50W 64K5808 103.11 © Standoffs 
@ RISHOOE 500ohm 50W G4K5815 103.11 re cis 
@ RUS800E 8000hm 50W 64K5820 103.11 © Dielectric Strength: 900 VAC 
@ RUSIKOE 14kohm 50W 64K5791 401.10 © Standard Resistance: 100 to 2MO ; 
@ RUS2K5E 2.5kohm Sow 64K5800 a a 
@ RJSSKOE 5kohm SOW 64K5812 101.60 © Contact Resistance Variation: 1% or 30 (Which- © Rotational Life: 200 Cycles 
@ RUSI0KE 10kohm 5oW 64K5794 90.12 Rete Ea 7086 0S Wah ® Effective Travel 25.Tumns Nom. 
@ RJS5OKE 50kohm 50W 64K5813 46.73 © Operating Temperature: -55°C to +125°C © Temperature Coefficient: +100 ppm/°C 
Linear, + 10%, Screwdriver Slot, Model K Power Temp Price Each 
@ RKSR50E 0.50hm 100w esas 212169 Mfg. Part No. Res. Tol. | Rating | Coefficient | StockNo. | 1-9 
@ RKSIROE Johm 100W 64K5824 202.16 Through Hole, 25 Turns, P Style 
@ RKS2ROE 2ohm 100W 64K5831 206.20 @ 3299P-1-102LF 4kohm +10% 500mW +100ppm/°C 32K7915 2.08 
@ RKSBROE Sohm 100W G4K5838 2OES © 3209P-1-202LF 2kohm | £10% | 500mwW | #100ppmi°c | 32K7921 2.38 
@ RKS10RE 100hm 100Ww 64K5826 164.07 © 3299P-1-502LF Skohm | +10% | 500mw | £400ppm/°c | 32K7929 271 
@ RKS16RE 16ohm ‘100W GAKS828 164.08 © 3209P-1-103LF fOkohm | +10% | 500mw | #100ppmi°c | 32K7916 2.69 
@ RKS25RE 25ohm ‘t00w 64K5833 164.07 © 3299P-1-203LF 20kohm | +#10% | 500mW | #100ppm/*c | 32K7922 2.67 
@ RKSSORE 50ohm 100w 64K5839 164.07 @ 3299P-1-503LF 50kohm | +10% | 500mw | +100ppmi°C | 32K7930 247 
@ RKS75RE 750hm 100W 64K5843 164.08 @ 3299P-1-104LF 100kohm | +10% | 500mw | £100ppmi°C | 32K7917 1.99 
@ RKS100E 1000hm 100W 64K5827 158.67 Through Hole, 25 Turns, W Style 
@ RKS200E 200ohm 100W 64K5832 164.08 © 3299W-1-100LE 10ohm | #10% | 500mW | +100ppm/°C | 32K7932 = 
@ RKS300E 3000hm 100w 64K5835 164.08 © 3299W-1-101LF 100ochm | +10% | S00mW | +100ppmi°c | 32K7933 3.49 
@ RKS400E 4000hm ‘00w 64K5836_ | 164.08 = @ 3 299W-1-201LF 2000hm | +10% | 500mw | +100ppmi°c | 621582 3.40 
@ RKS500E 500chm ‘100W GAKS84) 164.08 © 3299W-1-501LF | 5000hm | £10% | 500mwW | #100ppmi°c | 32K7946 3.50 
@ RKS1KOE ‘tkohm 100W 64K5822 189.59 @ 3299W-1-102LF tkohm | +£10% | 500mW | +100ppmi°C | 32K7934 3.49 
@ RKS2K5E 2.5kohm 100W 64K5830 187.50 © 3299W-1-202LF 2kohm | +10% | 500mwW | +100ppmi°C | 32K7939 3.48 
@ RKSSKOE 5kohm ‘100W 64K5837 188.97 @ 3299W-1-502LF 5kohm | +10% | 500mw | +100ppmi°c | 32K7947 3.50 
@ RKS10KE 10kohm ‘100W 64K5825 213.19 © 3209W-1-103LE TOkohm | +10% | 500mW | +100ppmi°C | 32K7935 3.50 
Linear, + 10%, Screwdriver Slot, Model L “@3299W-1-203LF | 20kohm | 210% | 500mw | +100ppmi°c | 32K7940 | 3.22 — 
@ RLSR50E 0.50hm 150W 64K5845 80.65 @ 3299W-1-253LF 25kohm | +£10% | 500mW | +100ppm/°C | 32K7943 3.05 
@ RLSIROE ohm 150W 64K5848 266.67 __ @ 3299W-1-503LF 50kohm | +10% | 500mW | +100ppm/°C | 32K7948 3.49 
@ RLSSROE Sohm 150W 64K5864 268.73 © 3209W-1-104LF | 100kohm | +10% | 500mW | £100ppm/*c | 32K7936 3.50 
@ RLS10RE 10ohm 150W 64K5850 206.02 @ 3299W-1-204LF 200kohm | +10% | 500mW | +100ppmi°c | 32K7941 3.42 
@ RLS15RE 150hm 150W 64K5852 223.84 @ 3299W-1-254LF | 250kohm | 410% | 500mw | +100ppmi°c | 32K7944 me 
@ RLS25RE 25ohm 1S0W 64K5857 217.69 @ 3209W-1-504LF | 500kohm | +10% | 500mW | +100ppmi°C | 32K7949 2.94 
@ RLSSORE 50ohm 150W 64K5865 179.07 © 3299W-1-105LF iMohm | +10% | 500mWw | 2100ppmi°c | 32K7937 3.50 
@ RLS100E 100ohm 1S0W 64K5851 222.04 © 3299W-1-505LF SMohm | +10% | 500mw | +100ppm/°C | 62K3139 1.92 
@ RLS150E 1500hm 150 64K5853 222.04 Through Hole, 25 Turns, X Style 
@ RLS200E 2000hm 1S0W 64K5856 222.04 @ 3299X-1-100LF 10ohm | +£10% | 500mW | #100ppm/°C | 32K7950 1.85 
@ RLS250E 250ohm 150W 64K5858 222.04 @ 3299X-1-101LF 100ohm | +10% | 500mwW | +100ppmiec | 32K7951 2.52 
@ RLS500E 5000hm 1S0W 64K5866 212.34 © 3299X-1-201LF 2000hm | +10% | 500mw | +400ppm/°C | 32K7957 251 
@ RLS1K25E 1.25kohm ‘SOW 64K5846 238.57 © 3299X-1-501LF 500ohm | 210% | 500mW | +100ppm/°C | 32K7965 2.45 
@ RLS2K25E 2.25kohm 1S0W 64K5854 238.57 @ 3299X-1-102LF tkohm | £10% | 500mW | +100ppmi°C | 32K7952 3.49 
@ RLS4K5E 4.5kohm 150W 64K5863 230.03 © 3299X-1-202LF 2kohm | +10% | 500mw | +100ppmi°c | 32K7958 2.64 
@ RLS10KE 10kohm 1S0W 64K5849 282.02 @ 3299X-1-502LF Skohm | +10% | 500mwW | +100ppm/°C | 32K7966 3.49 
Linear, + 10%, Screwdriver Slot, Model N @ 3299X-1-103LF 10kohm +10% | 500mw | +100ppm/°C 32K7953 3.50 
@ RNS1ROE ‘ohm 300w 64K5899 520.22 @ 3299X-1-203LF 20kochm | £10% | 500mW | +100ppmi°C | 32K7959 3.50 
@ RNS10RE 100hm 300W 64K5900 378.67 @ 3299X-1-503LF 50kohm 410% 500mW +100ppm/°C 32K7967 1.85 
@ RNS25RE 25ohm 300W 64K5908 389.55 @ 3299X-1-104LF 100kohm | +10% | 500mW | +100ppm/°C 32K7954 3.49 
@ RNSSORE 50ohm 300W 64K5914 446.17 @ 3299X-1-105LF iMohm | +10% | 500mw | +400ppm/°C | 32K7955 251 
@ RNS100E 1000hm 300W 64K5901 440.91 Through Hole, 25 Turns, Y Style 
@ RNS150E 150ohm 300W 64K5903 440.95 @ 3299Y-1-101LF 1000chm | +10% | 500mW | +100ppmi°C | 32K7970 2.51 
@ RNS300E 3000hm 300W 64K5910 440.95 @ 3299Y-1-201LF 200ohm | +10% | 500mwW | +100ppmi?C | 32K7975 = 
@ RNS400E 400ohm 300W 64K5912 440.95“ @ 3299Y-1-501LF 500chm | 210% | 500mw | +100ppmi°c | 32K7983 251 
@ RNS700E 700ohm 300W 64K5916 440.95 @ 3299Y-1-102LF 4kohm +10% | 500mW | +100ppm/°C 32K7971 3.49 
Linear, + 10%, Screwdriver Slot, Model U @ 3299Y-1-202LF 2kohm +10% | 500mwW | +100ppm/°C 32K7976 3.49 
@ RUS25RE 25ohm ‘tooow 84K5979 1684.72 © 3200Y-1-502LF Bkohm | +10% | 500mW | #100ppmicc | 32K7984 1.25 
PIM 4112 © 3299Y-1-103LF 10kohm | +10% | 500mw | +100ppmi°C | 62/1583 3.48 
———————————va__o oo a a ee @ 3299Y-1-203LF 20kohm +10% 500mW +100ppm/°C. 32K7977 3.50 
© 3299Y-1-253LF 25kohm | 210% | 500mW | #100ppmi°C | 32K7980 251 
element14 COMMUNITY ici © 3299Y-1-503LF 50kohm | £10% | 500mW | +100ppm/°C | 32K7985 251 
@ 3299Y-1-104LF T00kohm | +10% | 500mw | £100ppmi°c | 32K7972 3.50 
@ 3299Y-1-204LF 200kohm | +10% | 500mw | £100ppm/°C | 32K7978 1.85 
@ 3299Y-1-504LE 500kohm | +10% | 500mw | +100ppmi?C | 62/1584 2.51 
z : z Through Hole, 25 Turns, Z Style 
GET INSPIRED COLLABORATE DESIGN RESEARCH ASK EXPERTS @ 3299Z-1-102LF 1kohm £10% | 500mW | +100ppm/°C | 32K7988 3.17 
@ 3299Z-1-202LF 2kohm | +10% | 500mw | +100ppmi°C | 32K7994 2.43 
PIM_5501167 @ 32992-1-502LF 5kohm +10% | 500mW | +100ppm/°C | 6241585 251 
© 3299Z-1-103LF 10kohm | +10% | 500mw | +100ppm/°C | 32K7989 2.05 
© 32992-1-203LF 20kohm | +10% | 500mW | +100ppmi°C | 32K7995 251 
© 3299Z-1-503LF 50kohm | +10% | 500mW | +100ppm°c | 32K8002 2.48 
> CONTINUED > 
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RESISTORS, THERMISTORS & POTENTIOMETERS 
MULTI-TURN TRIMMERS 


3299 SERIES 3/8” SQUARE 25-TURN CERMET TRIMMERS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


3296 SERIES 3/8” SQUARE 25-TURN CERMET TRIMMERS (CONT.) 


@ 32992Z-1-104LF 100kohm | +10% | 500mwW | +100ppm/°C | 32K7990 2.47 Power Temp. Price Each 
PIM_9546 Mfg. Part No. Res. Tol. Rating Coefficient Stock No. 1-9+ 
Through Hole, 25 Turns, Y Style 
© @ 3296Y-1-104LF 100kohm +10% 500mW +100ppm/°C 62J1540 1.62 
3296 SERIES 3/8” SQUARE 25-TURN CERMET OTs: 
TRIMMERS ; Q B RNS @ 3296Y-1-204LF 200kohm +10% 500mW +100ppm/°C 62J1546 2.48 
Features ais @ 3296Y-1-504LF | 500kohm | +10% | 500mwW | +100ppmi°C | 62J1560 1.69 
© Sealed body suitable for Industrial applications Sepia @ 3296Y-1-105LF 1Mohm +10% 500mW | +100ppm/°C 62J1541 1.76 
@ Listed on the QPL for style RU24 per MIL-R-22097 and © 3296Y-1-205LF 2Mohm | +10% | 500mW | +100ppmi°c | 621547 0.96 
RJR24 per High-Rel MIL-R-39035 
© 5-Terminal Styles Through Hole, 25 Turns, Z Style 
© Chevron Seal Design @ 3296Z-1-500LF 500hm +10% | 500mW | +100ppm/°C 62J1576 1.80 
Specifications @ Ro- @ 32962-1-501LF 5000chm | +10% | 500mW | +100ppmi*c | 6201577 2.01 
@ Tolerance: +10% ta- = 9 2, 
© Contact Resistance Variation: 1% or 3 Ohms Max. tion- @ 32962-1-202LF 2kohm #10% | 500mW_ | +100ppm/*C 62J1569 2.24 
(Whichever Is Greater) al @ 3296Z-1-502LF 5kohm +10% 500mW +100ppm/°C. 6231578 2.48 
Se ade fe © 32962-1-203LF | 20kohm | +10% | 500mw | =100ppmicc | 62/1570 1.40 
e Pcie eetiaene 100 ppm/°C Cycles © 3296Z-1-104LF | 100kohm | +10% | 500mW | +100ppmi°C | 62/1565 = 
© Operating Temperature: -55°C to +150°C © Torque Max: 3.0 oz.-in. @ 3296Z-1-504LF 500kohm +10% 500mW +100ppm/°C. 6231580 1.76 
More values and mounting hardware (H-117P) are available, go online or call. PIM_9615 
Power Temp. Price Each 
= wg Fan Ne - ae Tol. Rating Coefficient Stock No. 1-9+ HONEYWELL CLAROSTAT 600 SERIES OPTICAL Hone ell 
rough Hole, 25 Turns, P Style - - ROTARY ENCODERS y “ 
@ 3296P-1-101LF 100ochm | +10% | 500mw | +100ppmi°c | 62/1373 ee Features RoHS 
@ 3296P-1-201LF 200ohm | +10% | 500mw | +100ppmi°C | 62J1379 1.09 © 14/8” diameter Gee tinoiat 
D 9) 0) © Continuous Shaft Rotation in Either Direction vallanle 
ee ee eee dey @ 4-Lead Ribbon Cable with 0.050°(1.27) Spacing : 
@ 3296P-1-202LF 2kohm +10% 500mWw +100ppm/°C 621380 2.48 © 0.025 x 0.012"(0.635 x 0.305) Terminals 
@ 3296P-1-502LF 5kohm +10% 500mW +100ppm/°C. 62J1391 0.86 Specifications 
@ 3296P-1-103LF 10kohm | +10% | 500mW | £100ppmi2c | 62/1375 1.62 © Output Rate: 128 Pulses/Revolution © Operating Temperature: -40°C to +65°C 
P 20koh 10% | 500mwW | +100ppm/°C 62/1381 © Input Power: 5 Vde @ 30 mA © Operating Speed: 300 RPM max. 
© 3296P-1-203LF Onin Fe n ziveepm 1.09 © Channels: 2 Separate Output Channels in © Rotational Life: 10 million cycles 
@ 3296P-1-503LF S0kohm | +10% | 500mw | +100ppmi°c | 62u1392 = Quadrature, 90°45° © Shafi: 1/4” diameter, metal 
© :3296P-4-104LF | 100kohm [| +10% | 500mW [| +100ppmi/°C | 62/1376 1.40 ® Voltage: High Level: 2.4V Min. w/10kO Load to ‘Bushing, 3/8” diameter, metal 
Ground; Low Level: 0.4V Max. 
Through Hole, 25 Turns, W Style RISER 
rice Eac. 
@ 3296W-1-100LF 100hm +10% 500mW +100ppm/°C. 6231414 2.91 7 a 
Mfg. Part No. Resolut Max Speed Stock No. 1-4+ 
@ 3296W-1-200LF 200hm +10% 500mW +100ppm/°C. 62/1431 2.20 2 Se ° esoen ax sper ee 
9 7 
@ 3296W-1-500 EE 50ohm +10% 500mW +100ppm/°C. 62J1465 3.01 © 600EN128CBL T28CPR 300rpm OF 2536 = 
@ 3296W-1-101LF 1000hm +10% 500mW +100ppm/°C. 62/1417 2.47 
@ 3296W-1-201LF 200ohm | +10% | 500mw | +100ppmi°c | 621433 248 PIM_4119 
@ 3296W-1-501LF 5000hm +10% 500mW +100ppm/°C. 62J1468 1.62 
@ 3296W-1-102LF 1kohm +10% | 500mW | +100ppmi°c | 6251420 2.48 EN SERIES ROTARY OPTICAL ENCODERS BOURNS’ 
4. F 9 o Features 
@ 3296W-1 eg 2kohm ma 500mW {pon 62J1436 HESS: @ 2-Channel Quadrature Output Soper 
© 3296W-1-502LF Skohm | +10% | 500mw | #100ppmi°c | 62/1474 1.62 © Bushing or Servo Mount Available 
@ 3296W-1-103LF 10kohm +10% 500mW +100ppm/°C 6231423 2.48 @ Square Wave Signal 
ze E 9 e © Compact 
@ 3296W-1-203L 20kohm +10% 500mW +100ppm/°C. 62J1439 1.33 @ CMO and TTL Compatible 
© 3206W-1-253LF 25kohm | +10% | 500mW | +100ppm/°C | 62/1454 2.48 © Long Life 
@ 3296W-1-503LF 50kohm +10% 500mW +100ppm/°C. 6251474 2.48 © High Operating Speed 
A-A04LF | 100koh +10% | 500mW | +100ppmi?C | 62/1426 Specifications 
es 1OALE sully uw a sual = 2B © Operating Temperature: -40°C to +85°C 
@ 3296W-1-204LF | 200kohm | +10% | 500mw | +100ppmi°C | 6241442 2.41 © Torque: Aand C Bushings: 1.5 o2.-in. Max.; S 
@ 3296W-1-254LF 250kohm +10% 500mW +100ppm/°C. 6231457 2.28 Bushing: 0.1 oz. in. Max. © A=3/8 “D X 3/8 “L Threaded 
© 3296W-1-504LF | 500kohm | +10% | 500mW | +100ppmi°C | 62U1477 2.48 Contact Rating: 26mA @ 5VDC © C=1/4 "DX 1/4 L Threaded 
= 7 5 ® Supply Voltage: SVDC © S=3/8 “D X 3/8 “L Threaded (Ball Bearing) 
@ 3296W-1-105LF 1Mohm +10% 500mW +100ppm/°C 6231429 2.69 Bushing Configurations (third character in Part @ T=1/4"D X 3/8 “L Threaded(Ball Bearing) 
@ 3296W-1-205LF 2Mohm | +10% | 500mW | +100ppmi°c | 6201445 1.70 Numbers) 
@ 3296W-1-505LF 5Mohm +10% 500mW +100ppm/°C 62J1479 2.48 Price Each 
Through Hole, 25 Turns, X Style Mfg. Part No. Resolution Max Speed Stock No. 1-4+ 
@ 3296X-1-500LF 50ohm +10% 500mW +100ppm/°C. 62J1524 2.15 2 Channels, Config. A 
@ 3296X-1-501LF 500ohm +10% 500mW +100ppm/°C. 62J1526 2 @ ENA1J-B28-L00064L 64CPR 3000rpm 62K3104 51.48 
@ 3296X-1-102LF tkohm +10% 500mW +100ppm/°C. 62J1496 2.48 @ ENA1J-B28-L00100L 100CPR 300rpm 62K3105 31.04 
@ 3296X-1-202LF 2kohm +10% 500mW +100ppm/°C. 62J1510 2.00 @ ENA1J-B28-L00128L 128CPR 3000rpm 62K3106 51.48 
@ 3296X-1-502LF 5kohm +10% 500mW +100ppm/°C. 62J1528 2.48 2 Channels, Config. C 
@ 3296X-1-103LF 10kohm +10% 500mW +100ppm/°C. 62J1499 2.48 @ ENC1J-D28-L00128L 128CPR 3000rpm 62K3107 = 
@ 3296X-1-203LF 20kohm +10% 500mW +100ppm/°C. 62J1513 2.49 2 Channels, Config. S 
@ 3296X-1-503LF 50kohm | +10% | 500mW | +100ppm/°C 62J1531 2.48 @ ENS1J-B28-L00128L 128CPR 3000rpm 62K3108 65.91 
@ 3296X-1-104LF 100kohm +10% 500mW +100ppm/°C. 6231502 1.62 @ ENS1J-B28-L00256L 256CPR 3000rpm 62K3109 60.71 
@ 3296X-1-105LF 1Mohm +10% 500mW +100ppm/°C. 62J1505 2.03 2 Channels, Config. T 
@ 3296X-1-205LF 2Mohm +10% 500mW +100ppm/°C. 62J1516 1.02 @ ENT1J-D28-L00128L 128CPR 3000rpm 62K3110 42.00 
Through Hole, 25 Turns, Y Style PIM_4142 
@ 3296Y-1-100LF 10ohm +10% 500mW +100ppm/°C. 62J1536 eS 
@ 3296Y-1-500LF 50o0hm +10% 500mW +100ppm/°C. 62J1556 2.62 
© 3296Y-1-201LF 200ohm | £10% | S00mW | £100ppmi°c | 6201543 1.40 Vendor Approved Modification 
@ 3296Y-1-501LF 5000hm +10% 500mW +100ppm/°C. 62J1557 1.08 SSS 
@ 3296Y-1-102LF 1kohm 10% | 500mW | +100ppm/°C 62/1538 2.48 Panel Meters and Switches designed to your specs 
@ 3296Y-1-202LF 2kohm 10% | 500mW | +100ppm/°C 6231544 2.48 Choose your own colors, text, and logo 
@ 3296Y-1-502LF 5kohm +10% | 500mW | +100ppm/°C 621558 2.42 ISO certified lab with a Certificate of Conformance included with your order 
@ 3296Y-1-103LF 10kohm +10% 500mW +100ppm/°C. 62J1539 1.62 5 
© 3296Y-1-203LE 20kohm | £10% | 500mW | 2100ppmi°C | 621545 1.40 Email panelmeters@newark.com Call 800 859 1257 
@ 3296Y-1-253LF 25kohm +10% 500mW +100ppm/°C. 62J1552 1.40 PIM_5624798 
@ 3296Y-1-503LF 50kohm +10% 500mW +100ppm/°C. 62J1559 2.48 
> CONTINUED > 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


IHLP SERIES LOW PROFILE HIGH 


nf 
CURRENT INDUCTORS SMD Geiipten “a 


Available 


IHLP series low-profile, high-current surface mount inductors feature lowest height and DCR/WH ratio in a 
package size. Shielded construction. Frequency range up to 5.0MHz. Handles high transient current spikes 
without saturation. Ultra-low buzz noise due to composite construction. 100% lead (Pb) free. Current rating 
based on 40°C temperature rise. Saturation current will cause LO to drop 20%. Operating temperature: -55°C to 
+125°C. Tolerance: +20%, Test frequency: 100 kHz 
Tape Cut 
Mfg. Part No. Inductance | DCR Max Irms Isat _| StockNo. |  1-9+ _ 

13.2mm x 12.9mm x 3.5mm, + 20% 

@ IHLP5050CEER1ROM01 1yH 3500uohm | 24A 40A 53K4875 3.93 
@ IHLP5050CEER2R2M01 2.2uUH 8000y0hm 16A 29A 53K4882 1.54 
@ IHLP5050CEER3R3M01 3.3uH 0.0120hm 12A 27A 53K4884 0.69 
@ IHLP5050CEER4R7M01 4.7uH 0.0150hm 10A 24A 53K4886 1.54 
13.2mm x 12.9mm x 5mm, + 20% 

@ IHLP5050EZER100M01 10yH 0.02550hm 9A 16A 53K4908 2.56 
17.15mm x 17.145mm x 7mm, + 20% 

@ IHLP6767GZER1ROM11 1pH 1270uohm | 55.5A | 32A 74P0269 = 
@ IHLP6767GZER100M11 10H 9330y0hm 19A 17A 74P0275 1.89 
@ IHLP6767GZER220M11 22uH 0.0210hm 12A 9.5A | 74P0281 2.68 
@ IHLP6767GZER470M11 47uH 0.04270hm | 8.7A | 8.6A | 74P0288 4.30 
@ IHLP6767GZER101M11 100yH 0.110hm 5A 4A 74P0276 4.79 
4.45mm x 4.06mm x 1.2mm, + 20% 

@ IHLP1616ABERR22M01 220nH 0.0120hm 8.5A 20A | 45M5844 0.38 
@ IHLP1616ABERR47M01 470nH 0.0220hm 5A 13A | 45M5846 0.35 
@ IHLP1616ABER1ROMO01 1pH 0.05250hm 4A 7A 45M5848 0.35 
@ IHLP1616ABER1ROM11 1pH 0.047ohm | 4.2A | 4.5A | 45M5849 2.59 
4.45mm x 4.06mm x 2mm, + 20% 

@ IHLP1616BZER2R2M11 2.2UH 0.0680hm | 3.25A | 3.25A | 45M5864 0.42 
@ IHLP1616BZER4R7M11 4.7yH 0.1050hm 1.7A | 1.75A | 45M5866 2.61 
5.49mm x 5.18mm x 1.2mm, + 20% 

@ IHLP2020ABERR10M01 100nH 4600uohm | 13.5A | 35A | 45W5571 0.60 
@ IHLP2020ABERR47M01 470nH 0.01920hm | 6.5A 18A | 45W5572 0.83 
@ IHLP2020ABER1ROMO01 1pH 0.04650hm | 4.4A | 10.2A | 45W5573 0.82 
@ IHLP2020ABER2R2M01 2.2uH 0.0773ohm | 3.4A 6A 45W5574 0.83 
@ IHLP2020ABER3R3M01 3.3yH 0.1030hm 2.8A 5A 45W5575 0.27 
@ IHLP2020ABER4R7M01 4.7uH 0.1680hm 2.2A | 4.4A | 45W5576 0.83 
5.49mm x 5.18mm x 2mm, + 20% 

@ IHLP2020BZER2R2M01 2.2uH 0.0501ohm | 4.2A | 9.5A | 67R4046 0.38 
@ IHLP2020BZER6R8M01 6.8uH 0.150hm 24A | 43A | 67R4049 2.87 
6.86mm x 6.47mm x 3mm, + 20% 

@ IHLP2525CZERR20M01 200nH 3000u0hm | 24A 4A 53K4839 0.68 
@ IHLP2525CZERR33M01 330nH 3900u0hm | 20A 30A 53K4843 Ales 
@ IHLP2525CZERR47M01 470nH 4200uohm | 17.5A | 26A 53K4845 0.68 
@ IHLP2525CZERR68M01 680nH 5500yohm | 15.5A | 25A 53K4847 0.99 
@ IHLP2525CZERR82M01 820nH 8000y0hm 13A 24A 53K4848 0.68 
@ IHLP2525CZER1ROMO1 1pH 0.010hm 1A 22A 53K4850 1.58 
@ IHLP2525CZER1R5M01 1.5yH 0.0150hm 9A 18A 45€2539 0.40 
@ IHLP2525CZER2R2M01 2.2UH 0.020hm 8A 14A 53K4855 1.24 
@ IHLP2525CZER3R3M01 3.3uUH 0.030hm 6A 13.5A | 53K4857 0.67 
@ IHLP2525CZER4R7M01 4.7uH 0.04ohm 5.5A 10A 53K4859 1.66 
8.64mm x 8.18mm x 4mm, + 20% 

@ IHLP3232DZERR22M11 220nH 1350yohm | 34A 22A 3778064 41.20 
@ IHLP3232DZERR47M11 470nH 2380u0hm | 25A 14A 3778066 4.20 
@ IHLP3232DZER2R2M11 2.2uH 9410yohm | 14.5A | 10.2A | 3778072 2.23 
@ IHLP3232DZER4R7M11 4.7uH 0.02260hm 8A 8.7A | 3778076 0.21 
@ IHLP3232DZER100M11 10H 0.05180hm | 54A | 64A | 3778070 devia 
@ IHLP3232DZER220M11 22uH 0.09420hm | 4.3A | 3.3A | 3778073 0.53 
PIM_73326 


See the newest Technologies and 
Suppliers at: 


newark.com/new-products 


PIM_5624846 
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INDUCTORS, COILS, FILTERS & FERRITES 
INDUCTORS — SMD 


COILTRONICS DR SERIES HIGH POWER DENSITY, HIGH A 
EFFICIENCY, SHIELDED INDUCTORS E-T-N 
Sezer 
Available 


BOTTOM VIEW 
| 3.0 SMD 


12 


ref 


DR1030 and DR1050 Series 


Features ® Secure Mounting 
@ 125°C max. Total Temperature Operation © Solder Reflow Temperature: +260°C for 10 
@ Eight Sizes of Shielded Drum Core Inductors Sec. Max. 
@ Inductance Range From 0.33yH to 1000UH 
Also available in Tape & Reel; go online or call . 
Tape & 
Reel 
Mfg. Part No. Inductance DCR Max Irms Isat Stock No. | 1-599 
10.5mm x 10.3mm x 5mm, + 30% 
@ DR1050-560-R 56uH 0.1230hm | 1.96A 1.94A 20M1091 1.85 
PIM_84711 
SRR SERIES SHIELDED POWER INDUCTORS BOURNS’ 
Applications: oils 
© Input/output of DC/DC converters GeReimoiat 
‘ pete eek equipment —" 
e Caneoelors ae SMD. 
¢@ LCD TVs 
® Car radios 
Specifications: 
© Operating Temperature: -40°C to +125°C 
@ Wire Material: Enameled copper = 
© Test Voltage: 0.1 V 
Tape Cut 
Mfg. Part No. Inductance DCR Max Irms Isat | StockNo. | 1-9 
10.5mm x 8mm x 4.7mm, + 10% 
@ SRR0805-331K 330uH 1.80hm 240mA | 380mA 3408912 0.66 
10.5mm x 8mm x 4.7mm, + 20% 
@ SRR0805-100M 10H 0.10hm 1.5A 2.2A 16C0825 0.56 
@ SRR0805-150M 15yH 0.140hm 1.3A 1.8A 16C0829 0.58 
12.5mm x 12.5mm x 4mm, + 10% 
@ SRR1240-221K 220uH 0.660hm 920mA | 900mA 04P2000 0.43 
12.5mm x 12.5mm x 4mm, + 20% 
@ SRR1240-4R7M 4.7uH 0.0180hm 6A 5.6A 04P2004 0.35 
@ SRR1240-6R8M 6.8uH 0.0230hm 5.2A 4.7A 04P2007 0.82 
@ SRR1240-100M 10H 0.0320hm 4A 4A 04P1994 1.35 
@ SRR1240-150M 15yH 0.0470hm 3.5A 3.2A 04P1997 0.35 
@ SRR1240-220M 22uH 0.06750hm 3A 2.6A 04P1999 0.82 
@ SRR1240-470M 47uH 0.1350hm 2A 1.8A 04P2005 1.35 
@ SRR1240-680M 68yuH 0.20hm 1.5A 1.5A 04P2008 0.80 
12.5mm x 12.5mm x 6mm, + 10% 
@ SRR1260-102K 1H 1.7ohm 680mA | 600mA 04P2014 = 
@ SRR1260-181K 180uH 0.320hm 1.4A 1.4A 07W8492 0.76 
@ SRR1260-221K 220uH 0.380hm 1.38A 1.3A 04P2019 0.40 
@ SRR1260-331K 330yH 0.580hm 1.15A 1.1A 04P2022 0.78 
@ SRR1260-471K 470uH 0.820hm 950mA | 900mA 04P2025 0.78 
@ SRR1260-681K 680UH 1.150hm 800mA | 750mA 04P2028 = 
12.5mm x 12.5mm x 6mm, + 20% 
@ SRR1260-100M 10H 0.020hm 5.5A 5.5A 04P2012 0.84 
@ SRR1260-120M 12uH 0.0230hm 5.2A 5A 02J3129 = 
@ SRR1260-150M 15yH 0.0270hm 5A 4.6A 04P2015 = 
@ SRR1260-220M 22uH 0.0430hm 4A 3.7A 04P2018 0.35 
@ SRR1260-330M 33H 0.060hm 3A 2.8A 04P2021 1.30 
@ SRR1260-470M 47H 0.0860hm 2.6A 2.5A 04P2024 = 
@ SRR1260-680M 68uH 0.110hm 2.1A 241A 04P2027 0.70 
@ SRR1260-101M 100yuH 0.180hm 1.7A 1.7A 04P2013 1.30 
12.5mm x 12.5mm x 6mm, + 30% 
@ SRR1260-4R7Y 4.7H 0.01550hm 6.8A 7A 04P2023 0.82 
412.5mm x 12.5mm x 7.5mm, + 20% 
@ SRR1280-100M 10H 0.01950hm 6A 6.3A 07W8493 0.40 
@ SRR1280-220M 22uH 0.03860hm 4.3A 41A 07W8494 0.43 
@ SRR1280-270M 27H 0.0520hm 3.9A 3.7A 07W8495 0.82 
> CONTINUED > 


elementiu 107 


INDUCTORS, COILS, FILTERS & FERRITES 


INDUCTORS — SMD 


SRR SERIES SHIELDED POWER INDUCTORS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


Tape Cut 
Mfg. Part No. Inductance DCR Max Irms Isat Stock No. 1-9+ 
12.5mm x 12.5mm x 7.5mm, + 20% E 
@ SRR1280-680M 68uH 0.120hm 2.4A 2.3A 07W8496 0.68 Fu | | Reel Pa ssives 
@ SRR1280-820M 82H O.130hm_| 239A] 2.24 (RRORNESST 0.82 Available for the next-day delivery at : 
12.7mm x 12.7mm x 6.5mm, + 15% newark.com/production is 
@ SRR1206-101YL 100uH 0.220hm 1.1A 62K3124 0.65 
12.7mm x 12.7mm x 8.5mm, + 10% PIM_5624826 
@ SRR1208-331KL 330UH 0.650hm 850mA 1.12A 62K3128 wad 
12.7mm x 12.7mm x 8.5mm, + 15% 1100 SERIES HIGH-CURRENT RF CHOKES JW Miller 
@ SRR1208-101YL 100yH 0.170hm 1.5A 241A | 6149073 0.74 Mok CON ET 1tecs 
12.7mm x 12.7mm x 8.5mm, + 20% “A Bourns Company — 
@ SRR1208-100ML 10uH 0.0210hm 5A 6.7A 61/9071 0.77 | ke ogt--| RoHS 
12mm x 12mm x 10mm, + 20% t t Gee tinpiat 
@ SRR1210-180M 18uH 0.0350hm 5.5A 5.1A 07W8489 0.46 0.84 0.84 
@ SRR1210-390M 39UH 0.0660hm 4.2A 3.5A 07W8490 1.34 | c|_Lead tinned ce Lead tinned 
@ SRR1210-820M 82uH O.1120hm | 28 | 254 | o7wedg1 ae of | Ts" of bod , een 
+r ly n ly 
18.3mm x 14mm x 6.8mm, + 20% 1110 Series 1120 Series 
@ SRR1806-100M 10uH 0.0330hm 4A 8.2A 04P2029 0.78 kui] — ke 15—| 
@ SRR1806-330M 33H 0.0830hm 2.5A 5A 04P2036 0.70 f f 
@ SRR1806-101M 100uH 0.270hm 13A 2.6A 04P2030 0.78 ne . 
6.5mm x 6.5mm x 3.3mm, + 20% 05 | Pye tinned as anne 
@ SRR0603-4R7ML 4.7uH 0.070hm 1.6A 2.2A 62K3118 0.56 + 1/8" of body i 1/8" of body 
@ SRR0603-100ML 10uH 0.120hm 141A 1.5A 61J8888 0.58 1130 Series 1140 Series 
6.5mm x 6.5mm x 4.8mm, + 20% 1100 series RF chokes have very high current capacity, low resistance. Epoxy-coated ferrite bobbin core, W-1 
e srnosoeaemat [4 7uH | ooéonm [2A | 255 [ 62K3120 [058 etecrnc withstanding vtage: 200VRMS termina fo shnk tube cover, T000VRMS terminal o ore. Rte 
7mm x 7mm x 3.2mm, + 20% current to cause 50°C max. temperature rise and 5% max. inductance drop. Operating temperature: -55°C to 
@ SRR7032-471M 470uH 24ohm | 200mA | 200mA | 07W8498 0.56 +105°C. Test frequency: 1kHz. 
7mm x 7mm x 4.5mm, + 20% RMS _| Saturation Price Each 
SRR IM 330HH O.fsohin 400mA z5tmA WA) 0.54 Mfg. PartNo. | Inductance | Tolerance | Resistance ta oI. Stock No. 1-9+ 
@ SRR7045-471M 470uH 1.40hm 320mA | 220mA | 07W8500 0.54 @ t10-100K-RC 10uH 10% 0.01ohm 9A oA 63K3247 Aa 
PIM_135706 @ 1140-390K-RC | _39yH +10% | 0.012ohm | 15.1A | 32.3A | 63K3391 8.91 
@ 1140-101K-RC 100uH +10% | 0.0250hm | 10.5A 20.6A | 63K3364 = 
8100 SERIES COMMON MODE INDUCTORS WITH JW Miller @ 1140-121K-RC | 120uH +10% | 0.028ohm | 9.94 | 186A | 63K3368 8.79 
HEADERS MOAnG ON ECT ACCS @ 1130-101K-RC | 100UH | +10% | 0.034chm | 9A 9A | 63K3321 6.66 
“A Bourns Company — @ 1140-331K-RC | 330yH +10% | 0.074ohm | 6.1A 11.2A | 63K3389 8.42 
RoHS @ 1120-101K-RC 100uH +10% 0.080hm 4A 4A 63K3281 5.69 
Gee eimai @ 1140-391K-RC | 390yH +10% | 0.082ohm | 5.8A 10.4A | 63K3392 8.83 
@ 1110-101K-RC 100uH +10% | 0.0950hm | 2.8A 2.8A 63K3248 6.00 
@ 1140-821K-RC | 820uH +10% | 0.154ohm | 4.2A 7.2A 63K3407 9.03 
@ 1130-471K-RC | 470uH +10% | 0.187ohm 4A 4A 63K3351 6.79 
@ 1140-102K-RC 1mH +10% | 0.216ohm | 3.6A 6.5A 63K3365 12.22 
@ 1140-222K-RC 2.2mH +10% | 0.4940hm | 2.4A 4.44 63K3382 9.39 
@ 1130-152K-RC 1.5mH +10% | 0.5180hm 2A 2A 63K3328 9.81 
@ 1140-272K-RC 2.7mH +10% | 0.5550hm | 2.2A 3.9A 63K3385 8.83 
8121 8115 8120 @ 1140-472K-RC 4.7mH +10% 1.140hm 1.6A 3A 63K3397 12.14 
8100 series common mode inductors (with header) are single-layer wound. Excellent EMI suppression @ 1140-103K-RC 10mH +10% 2.760hm 1A 2.1A 63K3366 11.73 
capability over wide frequency spectrum. High current capacity. Dielectric strength: 1500VRMS. Coil mount on @ 1140-153K-RC 15mH 10% 3.390hm | 900mA 17A 63K3374 9.44 
\W-1 rated plastic header. Fixed pin spacing allows easy PC board insertion. Operating temperature: -55°C to 
+105°C. Current to cause maximum temperature rise of 35°C. Test Frequency: 1KHz @ 1110-1RSM-RC | 1.5yH £20% =| 4000H0hm | 9A 9A 63K3245 6.11 
Price Each PIM_72676 
Mfg. Part No. Inductance Current Stock No. 1-9+ 
@ 8103-RC ‘mH 4.8A 63K4070 3.37 EMI SHIELD BEADS AND CABLE RoHS 
@ 8108-RC mH T0A 63K4075 3.18 CORES Ge iarpian 
@ 8121-RC 1mH 20A 63K4089 8.63 Fair-Rite Froducts Corp. 
@ 8115-RC 1.2mH 16A 63K4082 4.65 . 
@ 8107-RC 2mH 6.6A 63K4074 2.96 
@ 8120-RC 2.4mH 17A 63K4088 9.11 
@ 8102-RC 2.5mH 2.4A 63K4069 3.81 
@ 8114-RC 2.5mH 12.54 63K4081 1H 
@ 8101-RC 4mH 1.7A 63K4068 3.87 
@ 8119-RC 4mH 14.54 63K4087 9.50 
@ 8106-RC 5mH 3.7A 63K4073 7.61 
@ 8113-RC 5mH 8.9A 63K4080 7.95 
@ 8112-RC 8mH 5.6A 63K4079 10.65 
@ 8104-RC 10mH 2.4A 63K4071 3.88 
PIM_72705 
Material @ 43 = 25MHz to 300MHz 
© 73 = 50MHz © 46 = Low cost alternative of 43 material 
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@ 31 = 1MHz to 300MHz © 61 = 200MHz to 1GHz 


Offered in a range of sizes and materials (3rd and 4th digit) to suppress conducted EMI frequencies from 1MHz 
to 1GHz. 


> CONTINUED > 
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INDUCTORS, COILS, FILTERS & FERRITES 


FERRITE CABLE CORES/SLEEVES 


EMI SHIELD BEADS AND CABLE CORES (CONT.) EMI SUPPRESSION CORES WITH CASES (CONT.) 
Frequency | Impedance | External | Inner Price Each Frequency Impedance Cable Price Each 
Mfg. Part No. Range @ 100Mhz | Diameter | Diameter | Length | Stock No. 1-9+ Mfg. Part No. Range @ 100Mhz Dia. Max. Stock No. 1-9+ 
@ 2631540202 | 1MHz-300MHz | 140ohm 14.3mm | 6.35mm | 13.8mm | 32H7194 0.43 @ 0444173551 25MHzto300MHz 1950hm 18.5mm 73K2458 5.22 
@ 2631665702 | 1MHz-300MHz | 2250hm | 17.45mm] 9.5mm | 28.6mm | 74C0278 1.09 @ 0444167281 25MHzto300MHz 2100hm 9.85mm 93B1123 3.37 
@ 2631625102 | 1MHz-300MHz | 2600hm | 16.25mm | 7.9mm | 28.6mm | 79K4486 1.40 @ 0443167251 25MHzto300MHz 2250hm 9.85mm 72K6749 1.69 
© 2631102002 | 1MHz-300MHz | 260chm | 259mm | 12.8mm |28.6mm| 85C4595 | 2.35 “@0444164951 | 25MHzto300MHz [|  2450hm | 4.9mm | 16F002 | 1.30 | 
@ 2631101902 | 1MHz-300MHz | 2700hm | 28.5mm | 13.8mm | 28.6mm | 29H4106 2.50 @ 0443164151 25MHzto300MHz 250ohm 12.7mm 83K0482 02: 
@ 2631480002 | 1MHz-300MHz | 295ohm 12.3mm | 4.95mm | 25.4mm | 75C9539 0.54 @ 0443164251 25MHzto300MHz 2750hm 6.3mm 91B3159 1.48 
@ 2631540002 | 1MHz-300MHz | 300ohm 14.3mm | 6.35mm | 28.6mm | 89C2322 1.36 @ 0444177081 25MHzto300MHz 3350hm 25.15mm 72K6754 17.53 
@ 2673000101 10Hz-25Hz eo 3.5mm 1.3mm_ | 3.25mm | 83F7364 0.13 @ 0444176451 25MHzto300MHz 3650hm 18mm 78K6137 8.08 
@ 2673000301 | _10Hz-25Hz “ 3.5mm | 1.3mm 83F7365 0.15 @ 0461164181 200MHzto1GHz 2050hm 12.7mm 96H8973 5.85 
@ 2643000101 | 25MHz-300MHz | 40ohm 3.5mm 1.3mm 26C0536 0.03 PIM_7341 
@ 2643002402 | 25MHz-300MHz | 430hm 9.65mm 5mm 4234922 0.14 
@ 2643801002 | 25MHz-300MHz| 47ohm 29mm 19mm 50B3452 0.79 Flat Cable Cores 
@ 2643801502 | 25MHz-300MHz | 530hm 25.4mm | 12.7mm 97H4189 0.71 - 
@ 2643000301 | 25MHz-300MHz] 60ohm | 3.5mm | 1.3mm 9282104 | __0.13 Frequency | Impedance | Cable Width uric Eachy 
© 2643006302 | 25MHz-300MHz| 800hm | 9.5mm | 4.75mm 9289801 | 0.22 Mig. Hart No: Range @00Mhz _| _x Thickness _|StOSINOSS RLS 
© 2643802702 | 25MHz-300MHz | 800hm 35 55mm | 22.85mm 0601035 Ga @ 0443 166 651 25MHz-300MHz 2900hm 33.7mmx1.3mm 93B2474 3.95 
= @ 0443163951 25MHz-300MHz 2900hm 51mmx1.3mm 72K6745 5.71 
@ 2643800502 | 25MHz-300MHz| 82ohm | 20.95mm | 13.2mm 72K6779 0.65 
© 2643665802 | 25MIHz-300MHz| 880hm | 17.45mm | 9.5mm 9189940 | 0.54 ee 
@ 2643806402 | 25MHz-300MHz | 90ohm 25.4mm | 15.5mm 94B8935 0.82 
© 2643000801 | 25MHz-300MHz| 920hm | 7.5mm | 2.25mm 73K4052 | _0.10 ROUND CABLE SNAP-ITS Osa 
© 2643804502 | 25MHz-300MHz | 100chm | 311mm | 19.05mm 72K6784 | 2.33 valle _ 
Fair-Rite Products Corp. 
@ 2643803802 | 25MHz-300MHz | 1080hm 6imm | 35.55mm 14N5458 8.32 y Your Signal Solution= 
@ 2643480102 | 25MHz-300MHz | 1210hm 12.3mm | 4.95mm 4001396 0.95 
@ 2643102402 | 25MHz-300MHz| 1830hm 12.8mm 72K6776 1.67 
@ 2643665702 | 25MHz-300MHz | 200ohm 9.5mm 93B2482 0.79 
@ 2646480002 | 25MHz-300MHz | 2120hm 4.95mm 12N1156 1.32 
@ 2646102002 | 25MHz-300MHz | 2120hm 12.8mm 42N1155 252. 
@ 2646540002 | 25MHz-300MHz | 2250hm 6.35mm 75M9122 0.94 
@ 2643101902 | 25MHz-300MHz | 2300hm 13.8mm 72K6775 3.08 
@ 2643102002 | 25MHz-300MHz | 2350hm 12.8mm 24C4674 1.92 
@ 2643480002 | 25MHz-300MHz | 236ohm 4.95mm 99F6293 0.91 
@ 2643540002 | 25MHz-300MHz | 2500hm 6.35mm 88F5751 0.84 
@ 2643626202 | 25MHz-300MHz | 336ohm 25.4mm 3402988 6.95 
@ 2643626502 | 25MHz-300MHz | 348ohm 10.15mm 2205039 4.27 
@ 2643625202 | 25MHz-300MHz | 3840hm 7.9mm 8109718 1.48 
@ 2661665702 | 200MHz-1GHz | 1900hm 9.5mm 08H0912 1.30 Round cable Snap-lts can accommodate round cable with diameters from 0.160" to 0.750". Can be used to 
suppress frequencies up to 500MHz. These cable cores will provide common-mode filtering for multi-strand 
© 2661102002 | 200MHz-1GHz | 190chm | 25.9mm | 12.8mm | 28.6mm | 60K7842 4.45 cable and differential mode filtering for single conductors. 
@ 2661540002 | 200MHz-1GHz | 2050hm 14.3mm | 6.35mm | 28.6mm | 86H7644 1.09 Frequency Impedance Cable Price Each 
PIM_7342 Mfg. Part No. Range @ 100Mhz Dia. Max. Stock No. 1-9+ 
@ 0431173951 4MHzto300MHz 1800hm 4.9mm 90B5618 1.40 
EMI SUPPRESSION CORES WITH RoHS © 0431173551 1MHzto300MHz 2200hm 18.5mm 96B5352 7.43 
CASES fable, © 0431167281 {MHzto300MHz 2400hm 9.85mm 72K6744 G7 
Fair-Rite Rroducts Corp- @ 0431164951 4MHzto300MHz 2800hm 4.9mm 90B5610 1.37 
. @ 0431164281 4MHzto300MHz 3100hm 6.3mm 73K6078 1.52 
@ 0431177081 4MHzto300MHz 3750hm 25.15mm 54H0362 daria 
@ 0431176451 {MHzto300MHz 380ohm 18mm 03H8829 7.12 
PIM_80225 
Sip element14 COMMUNITY 


0443665806 0444173551 


SS 


0443163951 element14.com 


PIM_5620864 


DESIGN ASK EXPERTS 


COLLABORATE RESEARCH 


0461164181 
Attenuate EMI from ribbon and round cable with cores that accommodate a range of sizes and conductors. Flat 


cases have serrated teeth to grip and center cable. Feature combination case and two ferrite parts. “Mfr.part 
no. 43” or “Mfr.part no. 44” materials, polypropylene. Flammability: UL 94-V0. Suffix B in mfr.part no. number 
indicates package of 2. 
Frequency Impedance Cable Price Each 
Mfg. Part No. Range @ 100Mhz Dia. Max. Stock No. 1-9+ 
@ 0443665806 25MHzto300MHz 880hm 9.2mm 8107667 1.67 
@ 0443806406 25MHzto300MHz 900hm 15mm 61H8872 1.22 
@ 0443625006 25MHzto300MHz 1130hm 7.6mm 98B2768 1.66 
> CONTINUED > 
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INDUCTORS, COILS, FILTERS & FERRITES @ Indicates RoHS Compliant 4] Find Datasheets Online 


ZCAT SERIES CLAMP FILTERS AT DK 

Gopi 
Compliant 
Available 


Your 


Band Fixed Type Fixed Cable Type A 
rte — DISTRIBUTOR 
© Can easily be attached without cutting the cable. © Possesses excellent high-frequency noise 


© Possesses better mechanical strength and absorption effect. 
operational temperature range (-40 to + 125°C) @ Works against common mode noise, allowing for 
than existing products. noise suppression without affecting signal quality. 
@ The plastic case has a self-sustaining mechanism _—@ Effective for EMS (Electromagnetic Susceptibility), 
that prevents slipping on the cable after being immunity against surges/noise. 
Frequency Impedance Cable Price Each 
Mfg. Part No. Range @ 100Mhz Dia. Max. | Stock No. 1-9+ 
Band Fixed Type - Black 
@ ZCAT1518-0730-BK 50MHzto500MHz 50ohm 7mm 90R3112 0.68 
@ ZCAT2017-0930-BK 50MHzto500MHz 50ohm 9mm 90R3116 0.83 
@ ZCAT3035-1330-BK 50MHzto500MHz 1500hm 13mm 90R3126 DO 
Band Fixed Type - Grey 
@ ZCAT1518-0730 10MHzto500MHz 250hm 7mm 90R3111 0.77 
@ ZCAT2132-1130 10MHztoS500MHz 40ohm 11mm 90R3119 1.66 
@ ZCAT3035-1330 1OMHzto500MHz 1500hm 13mm 90R3125 3.60 
Fixed Cable Type - Black 
@ ZCAT1325-0530A-BK 50MHzto500MHz 50ohm 5mm 90R3110 1.36 
@ ZCAT1730-0730A-BK 5OMHzto500MHz 800hm 7mm 90R3114 1.28 
@ ZCAT2436-1330A-BK 50MHzto500MHz 800hm 13mm 90R3124 2.30 
@ ZCAT2035-0930A-BK 50MHzto500MHz 1000hm 9mm 90R3118 1.33 
@ ZCAT2235-1030A-BK 50MHzto500MHz 1000hm 10mm 90R3122 1.93 
Fixed Cable Type - Grey 
@ ZCAT1730-0730A 10MHztoS00MHz 40ohm 7mm 90R3113 = 
@ ZCAT2035-0930A 10MHzto500MHz 50ohm 9mm 90R3117 1.49 
@ ZCAT2235-1030A 1O0MHzto500MHz 50ohm 10mm 90R3121 1.82 Z RESEARCH 
@ ZCAT1325-0530A 50MHzto500MHz 50ohm 5mm 90R3109 0.65 & DESIGN 
PIM_195527 


Compliant 


SMD SAW FILTERS FOR LOW-LOSS MOBILE Sepen 


A 
ys 
COMMUNICATION Available = 
EPCOS 
SMD 
Features Specifications 
@ Low-loss RF filter for GPS © Operating temperature range: -40°C to +85°C Z PRODUCTION 
@ Low amplitude ripple © Voltage rating: 3VDC 
© Ceramic package @ Power rating: 25 watts max. 7 & MAI NTENANCE 
@ Gold-plated Nickel Terminals @ Impedance: 500 
Center Pass Band Case Price Each 
Mfg. Part No. Frequency Frequency Style Stock No. 1-9+ 


@ B39321B3711U410 315MHz | 314.7MHzto315.3MHz | SMD-6 Pins 83J9000 = 


@ B39431B3710U410 | 433.92MHz | 433MHzto434.71MHz |SMD-6 Pins | 29M0902 oes + : 
@ B39871B3715U410 869MHz 868MHzto870MHz |SMD-6Pins | 29M0918 0.93 U @) Do | n 9 yO U r J @) U mM ey 


@ B39921B3588U410 915MHz 902MHzto928MHz | SMD-6 Pins | 01H9318 3.42 


00.2.2 of CyCry SIAC 


110 Go online or call for non-compliant or ROHS Compliant products. See page 2 


CRYSTALS, OSCILLATORS & RESONATORS 


RESONATORS — SMD 


36.768 KHz CRYSTALS ABRACON  ABLS SERIES LOW PROFILE SURFACE MOUNT ABRACON 
CORPORATION — MICROPROCESSOR CRYSTALS CORPORATION 


SS ae i ] Sear 
Available 
aa | 


RoHS Features @ Automotive and industrial 
,) Cg Gepiinpiat ® High reliability @ Hi-precision TCXO and clock applications 


Available © Tight stability and extended temperature Specifications 
@ Reflow capable © Operating temperature: 0°C to +70°C 
Applications @ Frequency stability: +50 ppm 


© Wireless applications © Load capacitance: 18 pF 
© Computers, modems, communications © Shunt capacitance: 7 pF 
AB $25 Load Freq. Tape Cut 
Mfg. Part No. Frequency Capacitance | Tol.+/- | Stock No. 1-9+ 
SMD, 11.5mm x 4.7mm 
= ———— @ ABLS-3.579545MHZ-B2-T | 3.579545MHz 18pF 20ppm | 13J1667 0.18 
@ ABLS-4.000MHZ-B2-T 4MHz 18pF 20ppm 13/1670 0.28 
Features © Frequency tolerance: +20 ppm @ ABLS-7.3728MHZ-B2- 7.3728MHz 18pF 20ppm 13J1675 0.34 
@ Low frequency in small size SMD © Output load: 12.5 pF max. e Bd. 8MH. 18pF 20 13J1676 
@ Low height ideal for high density circuit boards © Operating temperature: -40°C to +85°C BASIS OMHE BET Z az ial WEE 
© Ceramic package offers excellent environmental & © @ Turn-over Temperature: +25°C to +5°C @ ABLS-10.000MHZ-B2- 1OMHz 18pF 20ppm 1341652 0.33 
heat resistance Applications @ ABLS-11.0592MHZ-B2-T 11.0592MHz 18pF 20ppm 13J1653 0.17 
e Extended temperature -40°C to +85°C for e Clock source for communication or A/V equipment @ ABLS-12.000MHZ-B2- 12MHz 18pF 20ppm 13J1654 0.17 
industrial applications @ Real time clock — 
Specifications @ Measuring instruments @ ABLS-12.288MHZ-B2- 12.288MHz 18pF 20ppm | 13J1655 0.33 
fad a TapelGul @ ABLS-14.7456MHZ-B2-T | 14.7456MHz "8pF 20ppm | 131657 0.08 
Mfg. Part No. Frequency | Capacitance | Tol.+/- | Stock No. 1-9+ @ ABLS-16.000MHZ-B2- 16MHz 18pF 20ppm 1341658 0.17 
Cylinder Radial, 8.2mm x 3.2mm Dia @ ABLS-18.432MHZ-B2- 18.432MHz 18pF 20ppm 13J1659 0.06 
@ AB38T-32.768KHZ 32.768kHz 12.5pF 20ppm 1341829 0.07 @ ABLS-22.1184MHZ-B2-T 22.1184MHz 18pF 20ppm 1331662 0.18 
Cylinder SMD, 6mm x 1.9mm Dia @ ABLS-24.000MHZ-B2-T 24MHz 18pF 20ppm 13J1663 0.30 
@ AB26TRB-32.768KHZ-T 32.768kHz 12.5pF 20ppm 13J1807 0.46 @ ABLS-25.000MHZ-B2F-T 25MHz 18pF 20ppm 13J1665 0.29 
SMD, 2mm x 1.2mm PIM_83236 
@ ABS06-32.768KHZ-9-T 32.768kHz QpF 20ppm 60R3992 1.17 
@ ABS06-32.768KHZ-T 32.768kHz 12.5pF 20ppm 52R7999 5 HCMOS OSCILLATORS 
SMD, 3.2mm x 1.5mm ee iy an 
= e ow Jitter 
@ ABS07-32.768KHZ-7- 32.768KHz Tor 20ppm | _14N8750 0.58 © XPRESS Delivery F x 
@ ABS07-32.768KHZ-9-T 32.768kKHz 9pF 20ppm 14N8751 0.69 © Frequency Resolution to six decimal places 
@ ABSO7-32.768KHZ-T 32.768kHz 12.5pF 20ppm | 14N8749 0.76 © Stabilities to + 20 PPM Gee sinpian 
SMD, 4.1mm x 1.5mm © Tri-State Enable / Disable Feature Available 
— @ Industry Standard Package, Footprint & Pin-Out 
@ ABS09-32.768KHZ-7- 32.768kHz 7pF 20ppm 14N8753 0.94 © Gold over Nickel Termination Finish 
@ ABS09-32.768KHZ-9-T 32.768kHz 9pF 20ppm 14N8754 0.82 © Serial ID with Comprehensive Traceability 
= Applications: 
@ ABS09-32.768KHZ-T 32.768kHz 12.5p! 20ppm 14N8752 0.50 Rare Pay 3 
SMD, 4.9mm x 1.8mm : et aa requiring an oscillator © Microprocessors / DSP / FPGA 
oe : 32,768KH aE D REE © Ethemet © Industrial Controllers 
@ ABS10-32.768KHZ-9- : Z p ppm = si eme asa Notion: © Test and Measurement Equipment 
SMD, 5mm x 1.9mm fade ea NEMO © Fiber Channel 
— @ Broadband Access 
@ ABS10-32.768KHZ-T 32.768kHz 12.5pF 20ppm 14N8755 3.23 
SMD, 6.9mm x 1.4mm pulapelGuts 
—— : ~ Mfg. Part No. Frequency | Freq. Stab. +/- | Supply Voltage | StockNo. | 1-24+ 
- - 32.768kH; 12.5pF 20 13J1803 
. Tre Se i z P pe = HCMOS, SMD, 5mm x 3.2mm 
S ABSoEaD eae can OY or m7 —— @ FXO-HCS536R-14.31818 | 14.31818MHz| __25ppm 3.3V 6175371 = 
SE RE aE oe == pei @ FXO-HC536R-16.384 | 16.384MHz 25ppm 3.3V 6175373 = 
RES SEIOONIE Se as : ~_ aS Diol © FXO-HC536R-27 27MHz 25ppm 3.3V 6175379 5 
ae yeaa ORE oo a wets © FXO-HC536R-48 48MHZ 25ppm 3.3V 6175387 as 
acta ee Lal ae ai ald pes © FXO-HC536R-62.5 62.5MHz 25ppm 3.3V 6175390 = 
ueuaes HCMOS, SMD, 7mm x 5mm 
@ FXO-HC736R-3.6864 3.6864MHz 25ppm 3.3V 6175412 = 
32.768 KHz CERAMIC SMD CRYSTALS ( Hii [ IZEN. @ FXO-HC736R-12 12MHz 25ppm 3.3V 6175399 a 
] @ FXO-HC736R-14.31818 | 14.31818MHz 25ppm 3.3V 6175402 = 
f Gee sinpian @ FXO-HC736R-24 24MHz 25ppm 3.3V 6175408 = 
It 
Available @ FXO-HC736R-30 30MHz 25ppm 3.3V 6175413 _— 
@ FXO-HC736R-32 32MHz 25ppm 3.3V 6175414 — 
Cuats @ FXO-HC736R-66 66MHz 25ppm 3.3V 6175423 = 
@ FXO-HC736R-200 200MHz 25ppm 3.3V 6175407 — 
PIM_197177 


CM519 
Features boards 
© Ultra-miniature size: Ideal for high-density circuit @ Environmental and heat resistant 
Used as a clock source for communications equipment, AV equipment, OA equipment, cameras, cellular 
phones, pagers and measuring instruments. 
Load Freq. Tape Cut 

Mfg. Part No. Frequency Capacitance Tol. +/- Stock No. 1-9+ 
SMD, 4.1mm x 1.5mm 
@ CM41532768DZFT 32.768kHz 12.5pF 20ppm 13J2287 0.63 

PIM_5624814 

SMD, 5mm x 1.9mm 
@ CM51932768DZFT 32.768kHz | 12.5pF 20ppm 57J2596 a 
PIM_83012 
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ONBOARD AUDIBLES, MICROPHONES & SPEAKERS @ Indicates RoHS Compliant 4] Find Datasheets Online 


AUDIBLE SIGNA 
MINIATURE ALARMS, BUZZERS & Gepiorns ; MALLORY MINIATURE BOARD MOUNT AUDIBLE ALARMS (CONT.) 
omplian: 
TRANSDUCERS ‘Available ALLOR Supply | Sound Current | Resonant Price Each 
Sonalert® Products Mfg. Part No. Voltage Level Dist. Max Frequency | Stock No. 1-9+ 


Alarm - Continuous 
@ MSRS16NR 5Vto16V | 86dBA | 609.6mm | 14mA 3.5kHz 82K6413 8.83 
@MSR516NSR | 5Vto16V | 96dBA | 609.6mm | 14mA 3.5kHz 82K6414 7.67 
Alarm - Fast Pulse 
@MSR516NPR | 5Vto16V | 96dBA | 609.6mm | 12mA 3.7kHz 82K6411 9.22 

Alarm - Slow Pulse 
@MSRS516NJR | 5Vto16V | 96dBA | 609.6mm | 12mA 3.7kHz 82K6409 = 


PIM_7258 
PK-12N40PQ PK-20A25WQ 
PIEZO ELEMENT Hi 
/ RoHS 
y Gee tinoian 
f Available 
/ 
| 
PK-20N38WQ PK-27N25WQ 
Indicators have built-in drive circuitry and only require DC voltage. 
Supply Sound Current | Resonant Price Each 
Mfg. Part No. Voltage Level | Dist. Max | Frequency | Stock No. 1-9+ 
Alarm - Continuous Spacifiesit Oto apehiaee0ee 
aan Ta Ena TP andn Tani dA LL TE pecifications per. temp. range: - lo 
@ PK-21N30PQ 1.5Vto30V | 80dB | 300mm | 12mA 3kHz 86K9290 5.03 @ Voltage range: 30Vp-p Max. 
@ PK-12N40PQ 3Vto15V | 83dB | 100mm] 5mA 4.1kHz 89K2236 4.04 R = F Price Each 
esonant esonant xterna 
@ MCP320B2Q 3Vto20V | 95dB | 300mm | 20mA 2.5kH2 Soke2s2 5:16 Mfg. Part No. Frequency | Resistance | Cap. | Height | Diameter | Stock No. 1-9+ 
@ PK-20A35EWQ 3Vto24V | 95dB | 300mm] 10mA 3.5kHz 57K6511 4.68 Piezo 
@ PK-20A25WQ 3Vto24V | 95dB | 300mm | 25mA 2.5kHz 89K7969 5.74 @ MCFT.31G- 1kKHz 500chm |60000pF | 0.2mm] 31mm | 25R0579 0.14 
@ PK-20N38WQ 3Vto28V | 85dB | 300mm] 12mA 3.8kHz 89K7973 3.08 1.0A1-135 
@ PK-27N25WQ 3Vto28V | 90dB | 300mm| 8mA 2.5kHz 89K7983 ALBY/ @ MCFT-41G- 1kHz 1kohm | 70000pF | 0.22mm| 41mm_ | 25R0590 = 
@ PK-27N26PSQ 3Vto28V | 90dB | 300mm] 15mA 2.5kHz 89K7984 4.74 1.0A1-142 
@PK-27N26WQ | 3Vt028V | 904B | 300mm] 15mA | 25kHz | 89K7985 | 4.99 Hee tkHz tkohm | 70000pF)0.22mm) 41mm | 25R0591 | 0.17 
PK- 3Vto28V | 90dBA | 300mm | 10mA 2.9kHz 64M1056 i = 
be ase Bee @ MCFT-31T- 1.3kHz 5000hm | 60000pF)0.22mm] 31mm | 25R0581 = 
Alarm - Continuous, Fast Pulse 1341-1314 
@ PFD-20A35EWQ | 3Vto24V | 95dB | 300mm} 10mA 3.5kHz 89K7957 8.61 @ MCFT-31N- 1.6kHz 500ohm | 60000pF | 0.22mm| 31mm | 25R0580 a 
Alarm - Continuous, Slow Pulse 1.6A1-132 
@ PLD-20A35EWQ | 5Vto24V | 95dB | 300mm} 10mA 3.5kHz 89K8004 8.74 @ MCFT-50T- 1.9kHz 1kohm | 70000pF | 0.22mm| 50mm | 25R0593 0.52 
Alarm - Fast Pulse 1.9A1-143 
@ PF-20A35EWQ 3Vto24V | 95dB | 300mm] 10mA 3.5kHz | 89K7942 6.72 @ MCFT-32G-2.4AS 2.4kHz 1500hm | 0.21uF |0.46mm} 32mm | 25R0582 = 
-133 
Buzzer = = 
epr2040pa.~|30V | 90aB | 100mm] 15mA ] 4kHz | 4emae7e | 148 eae 2.5kHz 5000hm | 50000pF | 0.26mm| 27mm | 25R0576 — 
@PTIEMFPQ | SV to2BV | 105d | 300mm | 12mA | SAkH2 | RAMSESER SES @ MCFT-351-2.6A1-99 | 2.6kHz | 300ohm |30000pF[0.63mm| 35mm | 25R0586 |... 
PIM_7388 @ MCFT-36T- 2.6kHz 350ohm | 25000pF | 0.6mm | 36mm_ | 25R0588 = 
_ 2.6A1-139 
Indicators (Sounders) @ MCFT-39T- 2.6kHz 800chm | 26000pF }0.68mm} 39mm | 25R0589 ay 
2.6B1-140 
Supply | Supply | Sound | Current} Resonant | Mounting Price Each @ MCFT-35T- 2.9kHz 3500hm | 26000pF}0.56mm| 35mm | 25R0587 ae 
Mfg. Part No. | Voltage Min | Voltage | Level | Rating | Frequency} Type | Stock No. 1-9+ 2.9A1-136 
Alarm - Slow Warble @ MCFT-34.7G- 2.9kHz | 350ohm |30000pF| 0.5mm | 34.7mm | 25R0583 ey 
@ PS-562Q 5V 15V |100dB) 40mA | 2.5kHz | Panel | 48M3867 6.87 2.9B1-134 
PIM 5513375 @ MCFT-25T- 3kHz 5000hm | 50000pF | 0.3mm | 25mm | 25R0575 = 
7 3.0A1-125 
@ MCFT-35G- 3.2kHz 350ohm | 30000pF | 0.53mm| 35mm | 25R0585 ees 
MINIATURE BOARD MOUNT AUDIBLE ALARMS 3.2B1-137 
MALLORY @ MCFT-50G- 3.2kHz 5000hm | 26000pF | 0.41mm| 50mm | 25R0592 = 
Sonalert? Products 3.2A1-144 
@ MCFT-35G- 3.2kHz 5000hm | 30000pF | 0.53mm| 35mm | 25R0584 0.60 
3.2BL-138 
@ MCFT-21T- 3.3kHz 5000hm | 30000pF | 0.22mm| 21mm | 25R0574 _ 
3.3A1-124 
@ MCFT-20T-4.0A1-95 | 4kHz 3500hm | 25000pF | 0.28mm| 20mm | 25R0571 0.24 
@ MCFT-27T- 4kHz 500chm | 20000pF }0.43mm| 27mm | 25R0577 0.10 
4.0B1-130 
@ MCFT-20T- 4kHz 5000hm | 25000pF | 0.26mm| 20mm _ | 25R0572 0.08 
4.0B1-122 
@ MCFT-15T- 4kHz 500ohm | 34000pF}0.13mm] 15mm | 25R0568 0.29 
MSO320R MSRS16NSR 4.0A1-121 _ 
MSR Series Includes Drive Circuitry © Optional Wash Label Available RoHS | @ MCFT-27T-4.6A1-97 | 4.6kHz_ | 250chm | 16000pF | 0.25mm | _2/mm_| 25R0578 0.13 
@ MSR320 Series: 90 dB @ 10 cm @ 12 Vdc for all MSR Models; go online Compliant @ MCFT-21.5T- 5kHz 1500hm | 80000pF | 0.5mm | 21.5mm | 25R0573 — 
© MSR516 Series: 100 dB @ 10 cm @12 Vdc or call Available 5.0AS-123 
Supply Sound Current | Resonant | Price Each @ MCFT-15G- 6kHz 500chm | 14000pF}0.22mm| 15mm | 25R0567 = 
Mfg. Part No. Voltage Level Dist. Max Frequency | Stock No. 1-9+ 6.0A1-119 
Alarm - Continuous @ MCFT-15T- 6kHz 5000hm | 14000pF|0.22mm| 15mm_ | 25R0570 = 
6.0A1-118 
@MSO320R | 3Vto20V | 78dBA | 609.6mm | 16mA 3.4kHz 82K6403 9.38 = = 
a FT-15T- 6kH 500 14000pF | 0.22 15 25R0569 = 
@MSR320R | 3Vto20V | 80dBA | 609.6mm | 16mA 3.4kHz 82K6405 7.43 ne . is oe me = 
> CONTINUED > > CONTINUED > 


112 = Goonline or call for non-compliant or 2 ROHS Compliant products. See page 2 


PIEZO ELEMENT (conr.) 


Resonant | Resonant 
Mfg. Part No. Frequency | Resistance} Cap. 


External Price Each 
Height | Diameter | Stock No. 1-9+ 


Piezo 

@ MCFT-10.5T- 9kHz 700o0hm | 9000pF }0.14mm] 10.5mm | 25R0565 = 
9.0A1-116 

@ MCFT-12T- 9.2kHz 5000hm | 10000pF}0.22mm| 12mm | 25R0566 = 
9.2A1-117 


@ MCFT-9T-18A1-115 18kHz ikohm | 3000pF |0.22mm| 9mm_ | 25R0595 0.28 
PIM_176960 


PIEZO TRANSDUCERS 


= j 


© Sensitivity: -42+2dB @ 1kHz 
@ Freq. Range: 100 to 16,000Hz 


Aig multicomp 


RoHS 
Compliant 
Available 


© Current Rating: 0.5mA Max. 
@ SIN ratio: = 60dB 


Frequency Supply Price Each 
Mfg. Part No. Response Voltage | Sensitivity | Stock No. 1-9+ 
5” x Dia. 6” 
@ MCKPCM-60HS50N-47DB-4821 | 100Hzto 16kHz|2Vto10V} -47dB 25R0614 = 
5” x Dia. 9.7” 


@ MCKPCM-97H50N-47DB-4822 | 100Hzto16kHz|2Vto10V| -47dB 25R0619 = 
@ MCKPCM-97H50U-47DB-4820 | 100Hzto16kHz|2Vto10V| -47dB 25R0620 = 
1.5” x Dia. 4” 
@ MCKPCM-40H15-40DB-4797 100 Hzto16kHz|2Vto10V| -40dB 25R0604 0.42 
2.2” x Dia. 4.5” 
@ MCKPCM-45H22-40DB-4799 100 Hzto16kHz|2Vto10V| -40dB 25R0606 = 
2.2” x Dia. 4.5” - 2.8” Feet 
@ MCKPCM-45H22P-40DB-4800 | 100Hzto16kHz|2Vto10V| -40dB 25R0607 = 
1.8” x Dia. 6” 
@ MCKPCM-60H18-40DB-4801 100 Hzto16kHz|2Vto10V| -40dB 25R0608 0.46 
1.8” x Dia. 6” - 2.8” Feet 
@ MCKPCM-60H18P-40DB-4802 | 100Hzto16kHz|2Vto10V| -40dB 25R0609 = 
2.7” x Dia. 6” 
@ MCKPCM-60H27-40DB-4803 100 Hzto16kHz|2Vto10V| -40dB 25R0610 0.10 
4.8” x Dia. 6” 
@ MCKPCM-60H50-40DB-4805 100 Hzto16kHz|2Vto10V| -40dB 25R0613 4.11 
5” x Dia. 6” - 10” Feet 
@ MCKPCM-60H50P-40DB-4806 | 100Hzto16kHz|2Vto10V| -40dB 25R0615 0.71 
4.5” x Dia. 9.7” 
@ MCKPCM-97H45-40DB-4810 100 Hzto16kHz|2Vto10V| -40dB 25R0617 = 
6.7” x Dia. 9.7” 
@ MCKPCM-97H67-40DB-4809 100 Hzto16kHz|2Vto10V} -40dB 25R0621 0.40 
6.7” x Dia. 9.7” - 4.5” Feet 
@ MCKPCM-97H67P-40DB-4807 | 100Hzto16kHz}2Vto10V| -40dB 25R0622 0.15 
1.5” x Dia. 4” 
@ MCKPCM-B40H15-40DB-4811 | 100Hzto16kHz|2Vto10V| -40dB 25R0596 = 
1.5” x Dia. 4” - 2.8” Feet 
@ MCKPCM-B40H15P-40DB-4815 | 100 Hzto 16 kHz|2Vto10V| -40dB 25R0597 ee: 
2.2” x Dia. 4.5” 
@ MCKPCM-B45H22-40DB-4812 | 100Hzto16kHz|2Vto10V| -40dB 25R0598 cee 
2.2” x Dia. 4.5” - 2.8” Feet 
@ MCKPCM-B45H22P-40DB-4816 | 100 Hzto 16kHz|2Vto10V| -40dB 25R0599 es 
2.2” x Dia. 6” 
@ MCKPCM-B60H22-40DB-4813 | 100Hzto16kHz|2Vto10V| -40dB 25R0600 exe 
2.4” x Dia. 6” - 3” Feet 
@ MCKPCM-B60H22P-40DB-4817 | 100 Hzto16kHz|2Vto10V| -40dB 25R0601 — 
2.7” x Dia. 6” 
@ MCKPCM-B60H27-40DB-4814 | 100Hzto16kHz|2Vto10V| -40dB 25R0602 = 
2.7” x Dia. 6” - 1.5” Feet 
@ MCKPCM-B60H27P-40DB-4818 | 100 Hzto 16 kHz|2Vto10V| -40dB 25R0603 - 
Omnidirectional, 1.5” x Dia. 4” - 2.8” Feet 
@ MCKPCM-40H15P-40DB-4798 | 100Hzto16kHz|2Vto10V| -40dB 25R0605 0.54 
Omnidirectional, 2.7” x Dia. 6” - 1.5” Feet 
@ MCKPCM-60H27P-40DB-4804 | 100Hzto16kHz|2Vto10V| -40dB 25R0611 3 
Omnidirectional, 4.5” x Dia. 9.7” - 5” Feet 
@ MCKPCM-97H45P-40DB-4808 | 100Hzto16kHz}2Vto10V| -40dB 25R0618 0.15 
PIM_176961 
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ONBOARD AUDIBLES, MICROPHONES & SPEAKERS 
AUDIBLE SIGNALS 


Finding Every Part You Need is 


Easier than Ever! 


See Our Enhanced Features at 


newark.com 


NEW! Header & Navigation 


Improved header provides easy access to 
search, shopping cart and account info. 
Redesigned navigation groups products 
into convenient categories. 


UPDATED! Search 


New algorithms and search results design 
get you to the right products faster. 


Improved Product Pages 


Redesigned product pages feature key 
information like availability and price. 
New "find similar products" helps you 
find the products you need. 
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Terminal Blocks 


The latest generation in DIN rail 
wire termination technology. 
Most robust connection system 
available 


PCB Connectors 


Proven and reliable PCB power 
connectors 


Multipole Connectors 


Re-designed to be easier to use 
and now more competitive than 
ever 


The latest in connection technology from a company that 
has been manufacturing electrical interconnect for more 
than 100 years. 


“”s wieland 


Interconnect & Wire/Cable 


Connectors & Accessories 


SOCKetS—ICOMPON enters cree errr eee 118-123 
SOCKGISi='SPnhNQie tierra nese weer enter enrrvart 123-125 
Sockets — Memory .... 125-126 
CandiEdge ConneClonSteeseetee es eeseere eee ene 126-128 
REBoardiStacking|COnmEGlOrseseeseeneee eer trees 128-131 


DIN 41612 Connectors 131-134 
Backplane Connectors 134-136 
RE BoarditeadensiersOGkelspeereese eer 137-180 
Flat/Flex Ribbon Cable Connectors. 180-198 
AON! [Ta =Yei (esa eeeee eet rarer aa ep eer tear eeen err 198-215 
[Covell FEC al 6S 2 LLNS coerce ncccecceenccreancrecsncocecocconececo-corceenerarpcocnaseces 216-224 
Industrial 1/0 224-233 
DSubiAdaptersi cen cse.scrsseceesee erste ence ere tee rere eee, 233-234 
ModulantoyD=S ubiAdaptcls emer nee 234 
D-Sub — PC Board Mount Connectors 234-241 
D-Sub Crimpice POKEICONMECLONS He eerrese eee eee 241-246 
D-Sub — Discrete Wire COMMECHOIS...........ccccccccsescsescsescstscsteseteeeees 246-255 
D-Sub — Ribbon Cable Connectors. 255-256 
D=Subl= Filter COMMECOMSeeseerere eee ee ene eee ee 256-257 
D-Sub — Combo Layout Connectors ...........ccccccccsescsescscscscscseeseceeeees 257-259 
D-Sub — Accessories 259-266 
RinkSE SOCKET: COMMECLONS eereeeersrre esse ete 267-309 
Rack:saPanellGonnectors sessment ers 309-317 
CirculamGonnectolshe te ee 318-377 
SENSOMGOMMEGLOMS preneereseesres seeeertee ee ccre ere certs meres reece reese 377-381 
Audio/Video! Gonnectorsicsscecrceeteece sete erste eet nee 381-392 
RE Coax: Adaptersi-cenane nec eee ee et rarer 393-403 
leLOCer eat IT TEL Ge eee eerereeerecenerene pare err creer test ecarrrecnmaraere 404-417 
[RL (Lone SOT TEU ca sccccoce cose scccanseqoenesonacosoncousuvaosancauoancuenosee 417-425 
Ris Coax NIGTOSUBITIIA ALU C eeeeeeeeeeeeeeeeeeteneee nen nee nee 425-427 
Re Cocke Me cin peers eee eee 427-432 
FibeTOPtIGICOM PONENTS eee 432-433 
TerminallBlocks —:Barnlehssese see eee ree 433-439 
TerminaliBlocks'—iDIN\Railesssssee seen e ee cree eee 439-449 
jrerminal/Blocks|— EUrOStylehees een ee eee 449-458 
lerininal BIOGKS PING OtsOCKe teeesnee te eee een eee 458-469 
TenminallBlOckSs—Antentace wee eeeeere ee eee 469-470 
Terminals; ScropliGe See ceseee ers ee e 471-499 
Wire Nuts(&iWiretspliGes meme cere ee 499-501 
AT RIYA FV AS s=4 PCS Byers ceremonies eee cee era 501-503 
hardware! —lFe rrillegaseeessecienernewn as meena Fayence enema ere 503-506 
Applications Ooling fencers cece wenn eee tree 506-508 


SECTION INDEX 


Electrical Connector Products 


PowenentryiModuleSe:-ns see ee eet eee 509-525 
Receptacles —ElecthiCal 22.00 ee nee ee 525-528 
Conduit — Connectors 
(Coma iti Sle Kile eee ere ree ee eerste e ee ere 529-530 
(CordiGripsi—iGenerall PUnpoSceesesss ere re 530-532 


Cable Assemblies 


ComputermGableyAssem blics eens tee ene 533-535 
Industrial Cord Sets ........... .+: 035-536 
USB Cable Assemblies... ... 936-537 
Ribbon Cable Assemblies... 937-538 
NideoiGableyAssemblieseeesessseesreees reece eee eee 538-539 
RE/CoaxiGablevAssemblieStesseceeerer teers eee 539-542 
Fiber Optic Cable Assemblies. 

Cat 5/5E/6 Cable ASSemblies.............:0:ssecssssesesssseresssseserssseseesesess 543-545 
Power Gon Sires cere ces eee re rege res eee 546-551 
Wire & Cable 

Data/Communication, Control & Instrumentation Cable.................. 552-588 
Category ANT Calle eeeeeseresenesr reece rere renee +1:088-589 
Coax Cable ............. ... 590-593 
Flat Cable....... we. 993-595 
Hook-Up Wire . 


Cable & Wire Management Products 


Cable Management 


Cable & Wire Management Products...........:::ceseecsseceeseeestereeseenees 617-620 
Electrical Sleeving .. ....620-626 
Heat-Shrink Tubing. ...626-639 
Raceway Smears 639-642 
Wire & Cable Accessories .............:+ 642-645 
Wire Identification & Marking Systems... ....645-655 
WireléaCableuiies teecessess ares ....696-666 


Wire & Cable Tie Tools .... ....666-667 


To search by manufacturer, see our detailed Manufacturer Index on page 1768. 
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Interconnect 


BOARD-T0-BOARD a. al. 


Card Edge/Backplane, DIN 41612, we; 
Stacking, Headers & Receptacles, 
FFC/FPC 


CABLE-TO-BOARD 


IDC, Pin & Socket, Modular Jack, 
Circular DIN, SATA/SAS, USB, SFP, 
XFP 


INDUSTRIAL CONNECTORS 


Circular, Rectangular/Rack & Panel, 
Plug & Socket, Electrical 


D-SUB CONNECTORS 

Filtered, Combination Layout, 
Adapters, Standard, High-Density, 
Contacts, Backshells, D-Sub 
Hardware 


RF-COAX 

1.0/2.3, Adapters, AMC, BNC, 
TNC, C, F, HN, N Jack, MCX, MHV, 
MMCx, QMA, QN, SHV, SMA, 
SMB, SMC, SMK, SMP, TRIAX, 
UHF 


AUDIO-VIDEO 


RCA, XLR, DIN, Phono Plugs, 
Phono Jacks, Speaker, Stereo 
Phono, Banana Plugs and Jacks 


SOCKETS 


DIP, SIP, PLCC, PGA, SIMM, DIMM, 
SOIC, Transistor, Spring Sockets, 
Memory Card 


TERMINAL BLOCKS 


Barrier Blocks, Euro Style Blocks, 
DIN Rail Blocks, Pluggable Blocks 


116 The Broadest Selection of Electronics Products & Solutions 


SOLDERLESS TERMINALS 


Ring, Fork/Spade, Disconnects, 
Butt Splices, Compression/ 
Mechanical Lugs 


FIBER OPTICS 


Transmitters, Receivers, Transceivers, 
Adapters, Attenuators, Singlemode, 
Multimode 


MIL-SPEC CONNECTORS & 
CONTACTS 


Card Edge, Circular, D-Sub, 
RF Coax, IC Sockets 


WIRE & CABLE ASSEMBLIES 


Category 5, RF/Coaxial, FFC/FPC 
(Flat Flex), Circular/Industrial, Fiber 
Optic, Computer Cable, Network 
Cable, Power Cords, Audio/Video, 
Printer, USB, Category 6, SATA/SAS 


Cable Management 


Cable ties and clips, wiring duct, cable management 
tools, heat shrink, fasteners, wiring duct and 
raceways, assortments, sleeving, mounts, wire 
markers and labels. 


Expanded range from over 100 


TOP BRANDS! 7 ™=2=— “m= 


Interconnect 


multicomp [PANDUIT’ 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 
SOCKETS — COMPONENT 


LOW-PROFILE DIP SOCKETS Sepiinoiat © LOW-PROFILE MACHINED PIN SOLDER-TAIL SOCKETS (CONT.) 
wvalatie multicomp ner sine Price Each 
Mfg. Part No. Contacts Pitch Pitch Stock No. 1-249+ 
DIP Socket, Beryllium Copper, Gold Plated Contacts, Gold Plated Outer Sleeve 
@ SPC15518 18 2.54mm 7.62mm 82K7802 2.68 
@ SPC15520 20 2.54mm 7.62mm 82K7803 1.17 
@ SPC15522 24 2.54mm 15.24mm 82K7804 0.99 
Low-profile DIP sockets feature high reliability contacts with a two-point contacting structure. Phosphor @ SPC15523 28 2.54mm 15.24mm 82K7805 4.15 
bronze contacts have a tin alloy plating rated at 1A, 250VAC. Contact resistance: 20MO maximum. Dielectric @ SPC15561 32 2.54mm 45.24mm 82K7834 3.97 
ee ee ee, warrant «0 [25m —[ “152i | eoero08 —[ a. 
UL94V-0. Operating temperature: -55°C to +125°C. Sold in multiples of 5. @ SPC15534 48 2.54mm 15.24mm 82K7815 5.96 
No. of Row Price Each DIP Socket, Beryllium Copper, Gold Plated Contacts, Tin Plated Outer Sleeve 
Mfg. Part No. Contacts Pitch Pitch Stock No. 4-249+ @ SPC15560 6 2.54mm 7.62mm 82K7833 1.04 
DIP Socket, Phosphor Bronze, Tin Plated Contacts @ SPC15525 8 2.54mm 7.62mm 82K7807 1.40 
@ SPC15556 6 2.54mm 7.62mm 82K7829 0.15 @ SPC15526 14 2.54mm 7.62mm 82K7808 2.03 
@ SPC15494 8 2.54mm 7.62mm 82K7786 0.22 @ SPC15527 16 2.54mm 7.62mm 82K7809 0.77 
@ SPC15496 14 2.54mm 7.62mm 82K7787 0.40 @ SPC15528 18 2.54mm 7.62mm 82K7810 2.27 
@ SPC15498 16 2.54mm 7.62mm 82K7788 0.47 @ SPC15529 20 2.54mm 7.62mm 82K7811 0.97 
@ SPC15500 18 2.54mm 7.62mm 82K7789 0.16 @ SPC15531 28 2.54mm 15.24mm 82K7813 3.00 
@ SPC15501 20 2.54mm 7.62mm 82K7790 0.17 @ SPC15562 32 2.54mm 15.24mm 82K7835 3.43 
@ SPC15503 24 2.54mm 15.24mm 82K7791 0.12 @ SPC15533 40 2.54mm 15.24mm 82K7814 3.70 
@ SPC15504 28 2.54mm 15.24mm 82K7792 0.50 PIM_4664 
@ SPC15505 40 2.54mm 15.24mm 82K7793 1.04 
© SPCISSSS a 2Siom | Sein 0.86 DIP SOCKETS WITH INTEGRAL DECOUPLING Cz) 
pau asi CAPACITOR multicomp 
DIP SOCKETS Ros (=) Gee tinpian 
ec’ multicomp — 


DIP sockets eliminate noise at the source before it can reach the chip—an advantage in high-speed logic 
| and memory applications. Center-to-center pin spacing: 0.100" (2.54). Integral glass-encapsulated ceramic 
1! capacitor: 0.1uF 50VDC. Capacitor leads are connected directly to the ground and voltage pin of socket to an 
interference fit. Insulator body material: glass-filled polyester, rated UL94V-0. 


SP series standard-profile DIP sockets are available with solder or wire-wrap termination. Closed entry insulator 
design virtually eliminates contact damage. Sockets have mounting holes for fastening to circuit boards. Twin No. of Row Price Each 
beam edge wipe contacts provide optimum performance, extended life. Contact material: phosphor bronze. Mfg. Part No. Contacts Pitch Pitch Stock No. 4-99+ 
Solder pin dimensions: 0.008” x 0.025” x 0.125” long; solderless pin dimensions: 0.025” square x 0.630” long. 7 
Operating temperature range: -65°C to +125°C. DIP Socket, Beryllium Copper, Gold Plated Contacts 
Price Each @ SPC15585 14 2.54mm 7.62mm 82K7856 sa 
No. of Row 
Mfg, Part No. Contacts Pitch Pitch Stock No. 1-49+ @ SPC15586 - zon jeer S2KTEST 0.49 
DIP Socket, Phosphor Bronze, Gold Plated Contacts, Solder @ SPC15587 20 2.54mm 7.62mm B2K7858 4.11 
@ SPC22186 14 2.54mm 7.62mm 26M8149 2.52 PIM_4566 
@ SPC22190 16 2.54mm 7.62mm 26M8153 7.80 
DIP Socket, Phosphor Bronze, Gold Plated Contacts, Wire-Wrap SUPER-FLAT MACHINED PIN LOW-PROFILE DIP @ 
@ SPC22184 14 2.54mm 7.62mm 26M8147 = SOCKETS multicomp 
@ SPC22188 16 2.54mm 7.62mm 26M8151 = 
DIP Socket, Phosphor Bronze, Tin Plated Contacts, Solder Geptinnian 
@ SPC22187 14 2.54mm 7.62mm 26M8150 a Available 
DIP Socket, Phosphor Bronze, Tin Plated Contacts, Wire-Wrap 
@ SPC22185 14 2.54mm 7.62mm 26M8148 5.03 
@ SPC22189 16 2.54mm 7.62mm 26M8152 8.44 
PIM_4585 
Open frame design allows better access to printed circuit and improves cooling capacity. Contacts: gold finish 
except for mfg. part no. SPC 15577, which is nickel over copper. Outer sleeves: brass-nickel over copper flash 
LOW-PROFILE MACHINED PIN SOLDER-TAIL © finish. Insulator: thermoplastic polyester with 30% glass fiber, self-extinguishing UL 94V-0. Resistance: <10 
SOCKETS multicomp megohms. Overload voltage: @ 50Hz >1000Vrms. Contact resistance: <10 megohms. Operating temperature: 
-55°C to +125°C. Mounting height: 0.096” (2.44 mm) above board. 
S 7 
Gee einoint No. of : Row Price Each 
Available Mfg. Part No. Contacts Pitch Pitch Stock No. 1-99+ 
DIP Socket, Beryllium Copper, Gold Plated Contacts 
@ SPC15576 8 2.54mm 7.62mm 82K7848 = 
@ SPC15577 14 2.54mm 7.62mm 82K7849 = 
@ SPC15578 16 2.54mm 7.62mm 82K7850 een 
@ SPC15580 18 2.54mm 7.62mm 82K7851 is 
© Glass-Filled Polyester Insulating Body Conforms to UL94V-0 @ SPC 15581 20 254mm 7.62mm 82K7852 =e 
Outer sleeves: brass-over-nickel-over-copper flash. Inner contacts are beryllium copper with gold-over-copper 
flash, per MIL-G-45204B. Sockets available in tubes for use with automatic insertion equipment. Withstand @ SPC15582 24 2.54mm 15.24mm 82K7853 = 
voltage: 1500V RMS. Working voltage: 10mV to 60V. Operating temperature: -55°C to +125°C. Soldering @ SPC15583 28 2.54mm 15.24mm 82K7854 = 
temperature: 260°C maximum for 5 seconds. Resistance against Freon, Frigen, Akrolone, Alpha-detergent @ SPC15584 40 254mm 15.24mm 82K7855 = 
(short treatment only). Able to withstand 1000-cycle insertion. 
No. of Row Price Each piace 
Mfg. Part No. Contacts Pitch Pitch Stock No. 1-249+ = 
DIP Socket, Beryllium Copper, Gold Plated Contacts, Gold Plated Outer Sleeve 
@ SPC15559 6 2.54mm 7.62mm 82K7832 1.60 
@ SPC15511 8 2.54mm 7.62mm 82K7799 1.76 
@ SPC15513 14 2.54mm 7.62mm 82K7800 2.83 
@ SPC15516 16 2.54mm 7.62mm 82K7801 0.94 


> CONTINUED > 
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STAMPED AND FORMED, DUAL-WIPE DIP SOCKETS 


CONNECTORS & ACCESSORIES 
OCKETS — COMPONENT 


TE CONNECTIVITY’S AMP 800 SERIES ECONOMY OPEN 
INSULATOR DIP SOCKETS 

© Row-to-Row Spacing: 0.300” (7.62mm) 

® Vertical Mount 

© Stamped and Forged Beryllium Copper Contact 
@ Four-Fingered Mating Contact Type 

@ Rated: UL 94V-0 
: 
e 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 
Temperature Range: 125°C 


RoHS 
Gold-plated contacts and tin-lead plated sleeve. UL 
recognized. 


Compliant 
Available 

Insulation Resistance: 5,000 MQ 

Contact Resistance: 10 mQ 


No. of Row Price Each 

Mfg. Part No. Contacts Pitch Pitch Stock No. 1-9+ 
DIP Socket, Beryllium Copper, Gold Plated Contacts 
@ 814-AG11D-ES-LF 14 2.54mm 7.62mm 16M3443 1.64 
@ 4-1571552-9 28 2.54mm 15.24mm 52K3643 = 
@ 3-1571552-0 32 2.54mm 15.24mm 05M6189 = 
@ 5-1571552-2 40 2.54mm 15.24mm 52K3717 5 
DIP Socket, Beryllium Copper, Tin Plated Contacts 
@ 816-AG11D-ES-LF 16 2.54mm | 7.62mm 16M3445 ele 

PIM_4715 


TE CONNECTIVITY’S AMP 800 SERIES OPEN INSULATOR 
DIP SOCKETS 


= TE 


© Connector type: DIP Socket 
© Contact termination: Through Hole Vertical 
® Pitch spacing: 2.54mm Gesinpian 
© Contact material: Phosphor Bronze ‘Available 
© Contact plating: Tin 
© Series: 4800 
No. of Row Price Each 
Mfg. Part No. Contacts Pitch Pitch StockNo. | 1-94 
DIP Socket, Phosphor Bronze, Tin Plated Contacts, Kinked Tail 
@ 4808-3004-CP 8 2.54mm 7.62mm 191525 0.41 
@ 4816-3004-CP 16 254mm 7.62mm 19M1527 0.49 
@ 4818-3004-CP 18 2.54mm 7.62mm 19M1528 0.94 
@ 4820-3004-CP 20 2.54mm 7.62mm 34P8053 0.94 
@ 4828-3004-CP 28 2.54mm 7.62mm 34P8056 0.67 
@ 4828-6004-CP 28 2.54mm 15.24mm 19M1532 4.16 
@ 4840-6004-CP 40 2.54mm 15.24mm 19M1534 4.35 
DIP Socket, Phosphor Bronze, Tin Plated Contacts, Straight Tail 
@ 4808-3000-CP 8 2.54mm 7.62mm 95M5016 0.21 
@ 4814-3000-CP 14 2.54mm 7.62mm 95M5018 0.75 
@ 4816-3000-CP 16 2.54mm 7.62mm 19M1526 0.75 
@ 4820-3000-CP 20 2.54mm 7.62mm 19M1529 0.94 
@ 4824-3000-CP 24 2.54mm 7.62mm 34P8054 0.35 
@ 4824-6000-CP 24 2.54mm 15.24mm 191530 4.16 
@ 4828-6000-CP 28 2.54mm 15.24mm 29M9416 41.12 
@ 4832-6000-CP 32 2.54mm 15.24mm 34P8057 4.12 
@ 4840-6000-CP 40 2.54mm 15.24mm 34P8058 4.25 
PIM_212758 


TE CONNECTIVITY’S AMP DIPLOMATE® DUAL LEAF (DL) 
DIP SOCKETS 

© Contact Spacing: 0.100" (2.54) 

Rating: 250VAC. 

Dielectric Withstanding Voltage: 1000VRMS Minimum 
Insulation Resistance: SO0OOMOHMs Minimum 
Contact Resistance: 20mOHMs Maximum 

Meets EIA RS-415, MIL-S-83734 Specifications 


RoHS 
Gee einpiat 
Available 
UL Recognized, CSA Certified 
Thru-hole mount DIP sockets with closed frame 


WG 
construction. Feature dual wiping contacts with straight 


solder tail in tin or 30” gold plating over phosphor bronze or copper alloy. Glass-filled thermoplastic housing 
with lead-in ramps for easy insertion and standoffs for easy board cleaning. Internal anti-over-stress walls 
prevent contact damage. Closed bottom design inhibits solder wicking and flux contamination and meets 
EIA 486, Class |. Stackable end-to-end or side-to-side (brickwalling) for high board density packaging. Visual 
polarization. Designed for automatic machine insertion. Accept 0.008-0.014” (0.203-0.355 mm) thick IC leads. 


ys 


connectivity 


AUTHORIZED DISTRIBUTOR 


Tp 
‘ayy 
EDD») 
iq 
ty 
¢ 


No. of Row Price Each 
Mfg. Part No. Contacts Pitch Pitch Stock No. 1-49+ 

DIP Socket, Beryllium Copper, Gold Plated Contacts 

@ 1825088-3 14 2.54mm 7.62mm §2K4298 = 
@ 1-1825108-3 40 2.54mm 15.24mm 16M2654 — 
DIP Socket, Phosphor Bronze, Tin Plated Contacts 

@ 1-2199298-1 6 2.54mm 7.62mm 87X6756 0.27 
@ 1-2199298-2 8 2.54mm 7.62mm 87X6757 0.28 
@ 1-2199298-3 14 2.54mm 7.62mm 87X6758 0.29 
@ 1-2199298-4 16 2.54mm 7.62mm 87X6759 0.31 
@ 1-2199298-5 18 2.54mm 7.62mm 87X6760 0.39 
@ 1-2199298-6 20 2.54mm 7.62mm 87X6761 0.57 
@ 1-2199298-8 24 2.54mm 7.62mm 87X6762 0.41 
@ 1-2199298-9 28 2.54mm 7.62mm 87X6763 0.86 
@ 1-2199299-2 28 2.54mm 15.24mm 31Y5506 0.84 
@ 1-2199299-5 40 2.54mm 15.24mm 31Y5507 1.13 
PIM_4462 
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PIM_5793904 


1.800.463.9275 © newark.com 


@ Row-to-Row Spacing: 0.300” (7.62 mm) icoecevAy 

bi Thru-Hole Contact Mount AUTHORIZED DISTRIBUTOR 
@ Vertical Mount 

© Centerline: 0.100” (2.54 mm) Geptinpian 
© Stackable/Ladder Frame Available 
© Temperature Range: 125°C © 

@ Insulation Resistance: 5000 MO Al 

® Contact Resistance: 10 mQ 

Thermoplastic polyester insulator, rated UL94V-0. 

0.125” (3.18mm) PC termination. UL recognized. 


No. of Row Price Each 
Mfg. Part No. Contacts Pitch Pitch StockNo. | 1-24+ 
DIP Socket, Beryllium Copper, Gold Plated Contacts, Goal Plated Sleeve 
@ 808-AG10D 8 2.54mm 7.62mm 67F1800 2.21 
@ 816-AG10D 16 2.54mm 7.62mm 67F1802 7.07 
@ 818-AG10D 18 2.54mm 7.62mm 67F1803 = 
@ 820-AG10D 20 2.54mm 7.62mm 67F1804 8.12 
@ 828-AG10D 28 2.54mm 15.24mm 67F1807 = 
@ 840-AG10D 40 2.54mm 15.24mm 67F1808 = 
DIP Socket, Beryllium Copper, Gold Plated Contacts, Tin/Lead Sleeve 
@ 808-AG11D-LF 8 2.54mm 7.62mm 16M3442 = 
@ 820-AG11D-LF 20 2.54mm 7.62mm 16M3447 aS 
@ 824-AG11D-LF 24 2.54mm 15.24mm 16M3453 3.98 
PIM_4755 


TE CONNECTIVITY’S AMP 500 SERIES MACHINED 
CONTACT SOLID 
INSULATOR DIP 
SOCKETS 


AUTHORIZED DISTRIBUTOR 
RoHS 
Compliant 
Available 


© Row-to-Row Spacing: 0.300” (7.62 mm) 
@ Thru-Hole Contact Mount 

@ Vertical Mount Style 

© Centerline: 0.100” (2.54 mm) 

@ Stackable/Closed Frame 


© Rated: UL 94V-0 

© Temperature Range: 125°C 

@ Insulation Resistance: 5000 MO 
® Contact Resistance: 10 mQ 


Precision-machined beryllium copper four-finger inner contact provides entry for flat or round lead insertion, plus 
maximum mechanical and electrical performance. Contact rating: 3A. UL recognized. 
No. of Row [Price Each 
Mfg. Part No. Contacts Pitch Pitch Stock No. 1-24+ 
DIP Socket, Beryllium Copper, Gold Plated Contacts, Gold Plated Sleeve 
@ 506-AG10D 6 2.54mm 7.62mm 94F3959 5.05 
@ 508-AG10D 8 2.54mm 7.62mm 14F2700 = 
@ 514-AG10D 14 2.54mm 7.62mm 14F2701 2.66 
@ 516-AG10D 16 2.54mm 7.62mm 14F2702 = 
@ 516-AG10D-ES 16 2.54mm 7.62mm 72C7787 3.25 
@ 532-AG10D 32 2.54mm 15.24mm 14F2709 = 
DIP Socket, Beryllium Copper, Gold Plated Contacts, Tin/Lead Sleeve 
@ 2-1571550-4 16 2.54mm 7.62mm 87K2028 = 
@ 520-AG11D-LF 20 2.54mm 7.62mm 16M3190 8.61 
@ 528-AG11D-LF 28 2.54mm 15.24mm 84K8074 — 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


SOCKETS — COMPONENT 


TE CONNECTIVITY’S AMP 500 SERIES MACHINED CONTACT SOLID 
INSULATOR DIP SOCKETS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


TE CONNECTIVITY’S AMP DIPLOMATE® DUAL LEAF (DL) SIP SOCKETS 
(CONT.) 


No. of Row Price Each No. of Price Each 
Mfg. Part No. Contacts Pitch Pitch Stock No. 1-24+ Mfg. Part No. Contacts Pitch Stock No. 1-9+ 
DIP Socket, Beryllium Copper, Gold Plated Contacts, Tin/Lead Sleeve SIP Socket, Beryllium Copper, Tin Plated Contacts 
@ 532-AG11D-LF 32 2.54mm 15.24mm 16M4000 — @ 382437-1 3 2.54mm 2206384 _ 
@ 3-1571550-2 40 2.54mm 15.24mm 80K9201 = @ 643641-6 9 2.54mm 2205325 1.29 
DIP Socket, Beryllium Copper, Tin Plated Contacts, Tin/Lead Sleeve SIP Socket, Phosphor Bronze, Tin Plated Contacts 
@ 506-AG12D-LF 6 2.54mm 7.62mm 02M8666 0.42 @ 643652-3 20 2.54mm 50F2248 eile 
@ 508-AG11D-LF 8 2.54mm 7.62mm 03M2482 = PIM. 4464 
@ 514-AG12D-LF 14 2.54mm 7.62mm 16M3188 a 
PIM_4790 


TE CONNECTIVITY’S AMP 600 SERIES 
PLUG ADAPTER 
ASSEMBLIES 


RoHS. 
Compliant 
Available 


AUTHORIZED DISTRIBUTOR 


@ Machined-Pin Molded Adapter @ Machined Printed Circuit and Mounting Terminals 


© Gold-Plated 0.018” (0.457) Diameter Pins © Thermoplastic Polyester Insulator, Rated UL 94V-0 
Used to assemble hybrid and special network circuits, and to interpose discrete components. 
No. of Row Price Each 
Mfg. Part No. Contacts Pitch Pitch Stock No. 1-24+ 
DIP Socket, Phosphor Bronze, Gold Plated Contacts, Slotted Pin Style 
@ 614-CG1 14 2.54mm 7.62mm 14F2937 15.08 
@ 614-DG5 14 2.54mm 7.62mm 14F2945 eas 
@ 616-DG5 16 2.54mm 7.62mm 14F2946 = 
PIM_4751 


TE CONNECTIVITY’S AMP 510 SERIES SIP SOCKET 
TERMINAL STRIPS 


ZTE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


© Gold Plated Beryllium Copper Contact 
© Brass Sleeve 
@ Thermoplastic Polyester Housing, Flammability 


Rated UL94V-O 
© Centerline: 0.100” (2.54mm) 
® Stackable/Closed Frame Style 


LONG SOLDER TAIL DIP SOCKETS FOR MULTILAYER 
PCB’S - OPEN FRAME 


RoHS 
Ge tinoian 
Available 


© Open frame DIP socket @ Above PC board height .165” 
© Current rating: 3A @ High reliable 4 finger contact 


DIP sockets with increased solder tail length of 0.170", allowing application on multilayer PCBs up to 0.139” 
thickness. 


No. of Row Price Each 
Mfg. Part No. Contacts Pitch Pitch StockNo. | 1-9 
DIP Socket, Beryllium Copper, Gold Plated Contacts, Tin/Lead Shell Plating 
111-93-308-41-001000 8 2.54mm 7.62mm 1702418 0.99 

DIP Socket, Beryllium Copper, Gold Plated Contacts, Tin Shell Plating 

@ 111-43-308-41-001000 8 2.54mm 7.62mm 04M0645 0.99 
@ 111-43-314-41-001000 14 2.54mm 7.62mm 04M0647 Zot 
@ 111-43-316-41-001000 16 2.54mm 7.62mm 04M0648 1.91 
@ 111-43-320-41-001000 20 2.54mm 7.62mm 04M0650 2.58 
@ 111-43-324-41-001000 24 2.54mm 7.62mm 04M0652 3.67 
@ 111-43-624-41-001000 24 2.54mm 15.24mm 04M0659 2.94 
@ 111-43-628-41-001000 28 2.54mm 15.24mm 04M0660 3.42 
@ 111-43-640-41-001000 40 2.54mm 15.24mm 04M0663 4.85 
PIM_115449 


SINGLE-ROW SOLDER-TAIL STRIP SOCKETS 


~ . 
Lh 
RoHS _ 
Compliant 
Available 


Single-row strip sockets have 0.020” diameter solder-tail pin receptacles spaced at 0.100”. Four-finger inner clip 
and precision-machined brass receptacle shells. The body is rated UL94V-0. Current rating: 3 amps. 310 Series 
feature 0.125” tail length; 311 Series feature 0.170’ tail length. 


Break into desired lengths. No. of Price Each 
No. of Price Each Mfg. Part No. Contacts Pitch Stock No. 1-9+ 
Mfg. Part No. Contacts Pitch Stock No. 1-24+ SIP Socket, Beryllium Copper, Gold Plated Contacts, Gold Shell Plating 

SIP Socket, Beryllium Copper, Gold Plated Contacts, Gold Sleeve Plating @ 310-13-164-41-001000 64 2.54mm 1704901 10.69 
@ 510-AG90D-10 10 2.54mm 67F1822 3.21 SIP Socket, Beryllium Copper, Gold Plated Contacts, Tin/Lead Shell Plating 

@ 510-AG90D-20 20 2.54mm 50F1736 ms 310-93-120-41-001 20 2.54mm 66F6053 10.50 
SIP Socket, Beryllium Copper, Gold Plated Contacts, Tin Sleeve Plating 310-93-132-41-001 32 2.54mm 66F9245 4.19 
@ 1-1571994-0 10 2.54mm 52K3253 = 310-93-164-41-001000 64 2.54mm 66F9246 7.39 
@ 2-1571994-0 20 2.54mm 52K3454 5.63 SIP Socket, Beryllium Copper, Gold Plated Contacts, Tin/Lead Shell Plating, Long Tail 
PIM. 4788 311-93-164-41-001000 64 2.54mm 1704915 9.10 


TE CONNECTIVITY’S AMP DIPLOMATE® DUAL LEAF (DL) 
SIP SOCKETS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 

Compliant 

Available 
Wi 


@ Meet EIA RS-415, MIL-S-83734 Specifications 
@ UL Recognized, CSA Certified 


© Low Profile: 0.210” (5.33 mm) Above PC Board 
© Contact Spacing: 0.100” (2.54 mm) 

@ Voltage: 250VAC 

SIP sockets have dual wiping contacts with retention tails. Large target area with tapered lead-in ramps for easy 
insertion. Accept 0.008"-0.015" (0.203 mm-0.381 mm) thick x 0.030" (0.762 mm) maximum wide rectangular 


leads. Glass-filled thermoplastic housing, rated UL94V-0, with closed bottom design and standoffs. Stackable 
end-to-end, side-to-side. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Stock No. 1-9+ 

SIP Socket, Beryllium Copper, Gold Plated Contacts 
@ 1825410-8 8 2.54mm 16M2799 0.85 

> CONTINUED > 
120 


SIP Socket, Beryllium Copper, Gold Plated Contacts, Tin Shell Plating 


@ 310-43-120-41-001000 20 2.54mm 04M2489 3.40 

@ 310-43-164-41-001000 64 2.54mm 042491 6.21 
PIM_4732 
SOLDER TAIL DIP SOCKETS - 
CLOSED FRAME ILL: : 


RoHS _ 
Compliant 
Available 


® Closed frame DIP socket @ Above PC board height .165” 
© Current rating: 3A @ High reliable 4 finger contact 
Closed frame insulator withstands high mechanical impact. Low profile. 


No. of Row Price Each 
Mfg. Part No. Contacts Pitch Pitch StockNo. | 1-94 
DIP Socket, Beryllium Copper, Gold Plated Contacts, Tin/Lead Shell Plating 
210-93-308-41-001000 8 2.54mm 7.62mm 97H2331 1.10 
210-93-314-41-001000 14 2.54mm 7.62mm 53H8610 1.24 
210-93-316-41-001000 16 2.54mm 7.62mm 1704680 1.34 
> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


SOLDER TAIL DIP SOCKETS - 
CLOSED FRAME (CONT.) 
No. of Row Price Each 
Mfg. Part No. Contacts Pitch Pitch StockNo. | 1-9+ _ 

DIP Socket, Beryllium Copper, Gold Plated Contacts, Tin Shell Plating 
@ 210-43-308-41-001000 8 2.54mm 7.62mm 04M1727 1.10 
@ 210-43-314-41-001000 14 2.54mm 7.62mm 04M1729 1.24 
@ 210-43-316-41-001000 16 2.54mm 7.62mm 04M1730 1.34 
@ 210-43-324-41-001000 24 2.54mm 7.62mm 04M1734 2.20 
@ 210-43-624-41-001000 24 2.54mm 15.24mm 04M1737 2.20 
@ 210-43-628-41-001000 28 2.54mm 15.24mm 04M1738 2.57 
@ 210-43-632-41-001000 32 2.54mm 15.24mm 04M1739 2.80 
@ 210-43-640-41-001000 40 2.54mm 15.24mm 04M1741 3.49 

PIM_115454 


DIP SOCKETS WITH INTEGRAL DECOUPLING CAPACITORS mil . 
- IL: 


RoHS _ 
Compliant 
Available 


Low-profile DIP sockets feature an integral decoupling capacitor; 0.1uF 20%-50V multi-layer ceramic epoxy 

encapsulated. Hi-rel. 4-finger clip. Contacts plated with 30y” gold, 200y” tin plating on sleeve. Temperature 

range: -25°C to +85°C. For product dimensions please visit us online. 

No. of Row Price Each 
Mfg. Part No. Contacts Pitch Pitch Stock No. 1-9+ 

DIP Socket, Beryllium Copper, Gold Plated Contacts, Tin/Lead Shell Plating 
110-93-314-41-801000 14 2.54mm 7.62mm 1702303 5.44 
110-93-316-41-801000 16 2.54mm 7.62mm 17C€2307 5.66 
110-93-318-41-801000 18 2.54mm 7.62mm 1702311 5.07 
110-93-320-41-801000 20 2.54mm 7.62mm 1702315 4.92 
110-93-324-41-801000 24 2.54mm 7.62mm 1702322 6.03 
110-93-628-41-801000 28 2.54mm 15.24mm 1702344 6.81 

DIP Socket, Beryllium Copper, Gold Plated Contacts, Tin Shell Plating 

@ 110-43-314-41-801000 14 2.54mm 7.62mm 87K7522 1.79 

@ 110-43-316-41-801000 16 2.54mm 7.62mm 87K7523 5.86 

@ 110-43-320-41-801000 20 2.54mm 7.62mm 87K7525 5.08 

@ 110-43-324-41-801000 24 2.54mm 7.62mm 87K7527 6.03 

PIM_53070 


VERY LOW-PROFILE DIP SOCKETS 


RoHS _ 
Compliant 
Available 


© Open frame DIP socket 
© Current rating: 3A 


@ Above PC board height .122” 
@ High reliable 4 finger contact 


No. of Row [Price Each 
Mfg. Part No. Contacts Pitch Pitch Stock No. 1-9+ 
DIP Socket, Beryllium Copper, Gold Plated Contacts, Tin/Lead Shell Plating 
115-93-314-41-001000 14 2.54mm 7.62mm 1702574 1.51 
115-93-318-41-001000 18 2.54mm 7.62mm 1702578 1.97 
115-93-328-41-001000 28 2.54mm 7.62mm 1702585 0.68 
DIP Socket, Beryllium Copper, Gold Plated Contacts, Tin Shell Plating 
@ 115-43-314-41-001000 14 2.54mm 7.62mm 04M0676 1.54 
@ 115-43-316-41-001000 16 2.54mm 7.62mm 04M0677 1.75 
@ 115-43-318-41-001000 18 2.54mm 7.62mm 04M0678 1.97 
@ 115-43-320-41-001000 20 2.54mm 7.62mm 04M0680 Bias 
@ 115-43-328-41-001000 28 2.54mm 7.62mm 04M0684 3.08 
PIM_18142 


THREE-LEVEL WRAPOST DIP SOCKETS 


Gepim : 
Compliant 
Available 


> CONTINUED > 
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CONNECTORS & ACCESSORIES 


SOCKETS — COMPONENT 


THREE-LEVEL WRAPOST DIP SOCKETS (CONT.) 


© Current rating: 3A © Wrap post terminals length = 0.510” 
© Open frame @ High reliable 4 finger contact 


No. of Row Price Each 
Mfg. Part No. Contacts Pitch Pitch | StockNo. | 1-49* _ 
DIP Socket, Beryllium Copper, Gold Plated Contacts, Gold Shell Plating 
@ 123-13-308-41-001000 8 2.54mm 7.62mm 1702941 3.80 
@ 123-13-314-41-001000 14 2.54mm 7.62mm 1702943 4.78 
@ 123-13-316-41-001000 16 2.54mm 7.62mm 1702945 6.79 
@ 123-13-320-41-001000 20 2.54mm 7.62mm 1702949 6.79 
@ 123-13-324-41-001000 24 2.54mm 7.62mm 1702953 8.87 
@ 123-13-624-41-001000 24 15.24mm 15.24mm 1702962 8.87 
@ 123-13-628-41-001000 28 15.24mm 15.24mm 1702964 10.30 
DIP Socket, Beryllium Copper, Gold Plated Contacts, Tin/Lead Shell Plating 
123-93-308-41-001000 8 2.54mm 7.62mm 17€3009 1.95 
123-93-314-41-001000 14 2.54mm 7.62mm 173011 4.10 
123-93-316-41-001000 16 2.54mm 7.62mm 1703013 4.67 
123-93-320-41-001000 20 2.54mm 7.62mm 1703017 22.06 
123-93-324-41-001000 24 2.54mm 7.62mm 17€3021 1.04 
DIP Socket, Beryllium Copper, Gold Plated Contacts, Tin Shell Plating 
@ 123-43-308-41-001000 8 2.54mm 7.62mm 87K7537 1.09 
@ 123-43-314-41-001000 14 2.54mm 7.62mm 87K7538 3.44 
@ 123-43-316-41-001000 16 2.54mm 7.62mm 04m0802 4.67 
@ 123-43-320-41-001000 20 2.54mm 7.62mm 04M0805 4.46 
PIM_18144 
PLCC SOCKETS mul ticomp 
a RoHS 
Gee einsiat 
Available 
Through Hole 
Surface Mount 
@ Through-hole or surface mount options © Maximum operating voltage : 250 VAC 
© Consistent, uniform high retention contacts @ Maximum current rating : 1A 
@ No solder wicking design ®@ Maximum contact resistance : 30 mQ initial 
@ Hi Temperature PPS insulator @ Minimum insulation resistance : 1,000 MQ 
@ Standard Hi-temperature insulator : PBT, Glass @ Dielectric withstanding voltage : 500 VAC for 1 
reinforced minute 
© Contacts : Phosphor bronze 
No. of Price Each 
Mfg. Part No. Contacts Pitch Stock No. | 1-249% 
PLCC Socket, Phosphor Bronze, Tin Plated Contacts 
@ MC-20PLCC-SMT 20 1.27mm 76T9109 — 
@ MC-28PLCC-SMT 28 1.27mm 7679111 0.26 
@ MC-32PLCC-SMT 32 1.27mm 7679113 1.23 
@ MC-44PLCC-SMT 44 1.27mm 7679115 4.12 
@ MC-52PLCC-SMT 62 1.27mm 7619117 = 
@ MC-68PLCC-SMT 68 1.27mm 7679119 1.84 
@ MC-84PLCC-SMT 84 1.27mm 7679121 = 
@ MC-20PLCC 20 2.54mm 7679108 1.43 
@ MC-28PLCC 28 2.54mm 7679110 0.28 
@ MC-32PLCC 32 2.54mm 7679112 1.714 
@ MC-44PLCC 44 2.54mm 7679114 1.74 
@ MC-52PLCC 52 2.54mm 7679116 = 
@ MC-68PLCC 68 2.54mm 7679118 1.74 
@ MC-84PLCC 84 2.54mm 7679120 2.00 
PIM_202077 


Cut costs, not corners with 


Board & Box Components 
newark.com/multicomp 


multicomp 
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CONNECTORS & ACCESSORIES 


SOCKETS — COMPONENT 


TE CONNECTIVITY’S AMP LOW PROFILE, LOW 
INSERT FORCE 
SURFACE MOUNT 
PLCC SOCKETS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 
RoHS — 

Compliant 

Available 

Wig 


@ Height Above PC Board: 0.181” (4.60) 
@ Housing Flammability Rating: UL94V-0 
Surface mount PLCC sockets accommodate plastic “J” leaded, tin-plated devices made to JEDEC specifications 
MS-018 (square packages) and MO-052-AE (rectangular packages). UL recognized, CSA certified. Order tools 


@ Phosphor Bronze Contacts 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SIM CARD CONNECTORS (CONT.) 


$07 Series SIM Connectors - SIM Connector range designed to meet interconnection requirements of both full 
size IC Chip Card or plug in micro SIM Card. Specially equipped with integrated blade switch normally open for 
detection of full size IC Chip card. One version equipped with convenient card stop, either 6 or 8 data contacts. 
Low profile from 0.75 mm to 4.5 mm above the PCB. Meets the requirements for the automotive industry. 

$08 Series Mini-SIM Connectors - Plug in SIM/SAM connector. Open or full cover, opening up to 120°, with or 
without spring. Locking of the cover by sliding action. Dedicated to both SIM and SAM applications. Visible SMT 
contact tails and window cover version allow easy electrical testing of the soldered connector. 

$16 Series SIM Connectors - This connector is designed to meet interconnection requirements plug in 
microSIM cards. The S16 series is equipped with 6 contacts, Insulator and with or w/o a switch terminal. 
Features a compact design: only 3.75 mm above board profile. Self cleaning of the contact provided by the 
motion of the connector cover before locking. Designed for SMT automatic assembly processes. Supplied in 
tape and reel packaging 

$20 Series Micro-SIM Connectors - This connector is designed to meet interconnection requirements of plug 
in micro SIM cards. The S20 series is equipped with 6 contacts, hinge and cover. Compact design: only 2.5 
mm above board profile Reliable and durable locking/latching mechanism. Correct orientation of the SIM card 
guaranteed by integral polarizing feature. Self cleaning of the contact provided by the motion of the connector 
cover before locking. Visible SMT contact tails and “open window’ cover allow easy electrical testing of the 
soldered connector. Designed for SMT automatic assembly processes. Supplied in tape and reel packaging. 


separately below. No. of Contact Contact Tape Cut 
No. of Row Price Each Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 
Mfg. Part No. Contacts Pitch Pitch Stock No. 1-9+ SIM Socket - S07 Series SIM Connectors - Low Profile 
PLCC Socket, Phosphor Bronze, Tin Plated Contacts @ 7311S0725A01LF 10 Copper Alloy | Gold Plated Contacts | 62K7620 1.05 
@ 822516-4 52 1.27mm 1.27mm 16M3451 = SIM Socket - S08 Series Mini-SIM Connectors 
For Use Price Each @ 7112S0815X19LF 6 Copper Alloy Tin Plated Contacts 62K7132 0.37 
Mfg. Part No. Description With StockNo. | 4-1-4+ _ SIM Socket - S08 Series Mini-SIM Connectors - Spring Loaded with Window 
@ 821980-1 Extraction Tool for 32 Positions a 50F2287 | 220.70 © 731280815X01LF 6 Copper Alloy | Gold Plated Contacts | 84K6606 0.13 
@ 822154-1 Extraction Tool for All-Purpose | PLCC Sockets |  95F2998 3.68 SIM Socket - $16 Series SIM Connectors - 1.32 mm Pad Width 
PIM 4504 @ 7111S1615A01LF 6 Copper Alloy | Tin Plated Contacts 06M1919 0.61 
SIM Socket - $16 Series SIM Connectors - 2.20 mm Pad Width 
@ 7111S1615A02LF 6 Copper Alloy | Gold Plated Contacts 62K7130 0.31 
DDR3 DIMM SOCKETS = TE SIM Socket - $20 Series Micro-SIM Connectors 
CS @ 7111S2015X02LF 6 Copper Alloy Tin Plated Contacts 62K7131 0.45 
PIM_134279 
AUTHORIZED DISTRIBUTOR 
RoHS 
Soper 39xx-0 SERIES CRIMP PINS 


TE Connectivity DIMM sockets address interconnect requirements across server, communications, and 
notebook platforms. The product offering is designed around JEDEC industry standards. Sockets are offered 
with a variety of features designed to meet high speed data applications where peak performance is required. 
Applications include servers, notebook PCs, and communications equipment. Copper alloy contacts with gold 
plating on mating area. 


No. of Contact Contact Price Each 

Mfg. Part No. Contacts Material Plating Stock No. 1-24+ 
DIMM Socket - DDR3, Low Resistance, Through Hole, Gold Flash Plating, 2.67 mm 
@ 1932031-7 240 Copper Alloy Gold Plated Contacts 72R3757 = 
DIMM Socket - DDR3, Vertical, Surface Mount, Gold (15) Plating 
@ 2040727-4 240 Copper Alloy Gold Plated Contacts 72R3766 =e 
DIMM Socket - DDR3, Vertical, Surface Mount, Gold Flash Plating 
@ 2040727-1 240 Copper Alloy Gold Plated Contacts 72R3765 == 


DIMM Socket - DDR3, Vertical, Through Hole, Gold (15) Plating, 2.67 mm 
@ 1932000-4 240 Copper Alloy Gold Plated Contacts 
DIMM Socket - DDR3, Vertical, Through Hole, Gold (15) Plating, 4.00 mm 
@ 1932000-6 240 Copper Alloy Gold Plated Contacts 51R0440 eee 
DIMM Socket - DDR3, Vertical, Through Hole, Gold Flash Plating, 2.67 mm 
@ 1932000-1 240 Copper Alloy Gold Plated Contacts 51R0435 = 
DIMM Socket - DDR3, Vertical, Through Hole, Gold Flash Plating, 3.18 mm 
@ 1932000-2 240 Copper Alloy Gold Plated Contacts 51R0436 146 
DIMM Socket - DDR3, Vertical, Through Hole, Gold Flash Plating, 4.00 mm 
@ 1932000-3 240 Copper Alloy Gold Plated Contacts 51R0437 = 


DIMM Socket - Mini DIMM, Right Angle, Surface Mount, Reverse Keying, Gold (30) Plating, 
9.79 mm 


@ 1735438-2 244 Copper Alloy Gold Plated Contacts 72R3752 = 
SODIMM Socket - DDR3, Right Angle, Surface Mount, Gold (10) Plating, 4.0 mm height 

@ 2013022-2 204 Copper Alloy Gold Plated Contacts 72R3761 = 
SODIMM Socket - DDR3, Right Angle, Surface Mount, Gold (10) Plating, 5.2 mm height 

@ 2013289-2 204 Copper Alloy Gold Plated Contacts 72R3763 7.69 
SODIMM Socket - DDR3, Right Angle, Surface Mount, Gold Flash Plating, 4.0 mm height 

@ 2013022-1 204 Copper Alloy Gold Plated Contacts 72R3760 3.90 
SODIMM Socket - DDR3, Right Angle, Surface Mount, Gold Flash Plating, 5.2 mm height 


51R0438 ess 


@ 2013289-1 204 Copper Alloy Gold Plated Contacts 72R3762 aS 
PIM_163821 
SIM CARD CONNECTORS 


Soper Ampheci 
Available . 
Ci 
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@ Pin Material: Brass Alloy 
® Pin Finish: Gold Over Nickel 


These new pins are commercial-off-the-shelf (COTS) 
equivalents to the popular Mil-Spec M39029 crimp pins. If 
your application does not require Mil-Spec components but 
demands the same reliability and form factor, then these 
pins will fit the bill perfectly. 


ES 
‘ompliant HAN 
Available ILL, 7 


Length Price Each 
Hole Below Overall 
Mfg. Part No. Dia. Flange Length Plating | Stock No. 1-9+ 

Non Insulated 

@ 3922-0-01-15-00-00-08-0 | 0.762mm | 6.769mm | 13.5mm Gold 38X5731 0.17 
@ 3920-0-01-15-00-00-08-0 | 1.016mm | 6.769mm | 13.5mm Gold 38X5730 0.48 
@ 3916-0-01-15-00-00-08-0 | 1.588mm | 6.769mm | 13.5mm Gold 38X5729 0.37 
@ 3914-0-01-15-00-00-08-0 | 1.956mm |} 4.039mm | 12.725mm | Gold 38X5728 0.38 
@ 3912-0-01-15-00-00-08-0 | 2.388mm | 6.769mm | 13.5mm Gold 38X5726 0.54 


PIM_211634 


TE CONNECTIVITY’S AMP TRANSISTOR AND IC SOCKETS 


TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


8080-1G 


8060 (Typical) 
8060 series has pin circle diameter of 0.100” (2.54); 8058 series 0.200” (5.08) diameter. Teflon® insulator. 
Two-piece machine socket terminal: gold plated brass outer sleeve and gold plated beryllium copper contacts. 
8080-1G series TO-3 power transistor sockets come with one or two solder lugs. Beryllium copper contacts with 


8058-1G32 


electro-tin plating and black phenolic insulator (Ph/ET), or silver plating with green diallyl phthalate insulator (Dp/ 
SL), or 30” gold plating and black phenolic insulator (Ph/GL). All have 0.255” diameter, except 8058-1G23, 
8058-1G49 and 8058-1G32 which have 0.406" diameter. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Stock No. 1-9+ 
TO-3 Socket, Beryllium Copper, Gold Plated Contacts 
8080-1G7 3 5.46mm 65F1874 17.33 
TO-3 Socket, Beryllium Copper, Silver Plated Contacts 
@ 5-6437504-0 | 3 16M3176 10.47 
> CONTINUED > 
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TE CONNECTIVITY’S AMP TRANSISTOR AND IC SOCKETS (CONT.) 


No. of Price Each 

Mfg. Part No. Contacts Pitch | Stock No. 1-9+ 
TO-3 Socket, Beryllium Copper, Tin Plated Contacts 
@ 6-1437504-5 3 73K4026 ane 
@ 8080-1G1-LF 3 i 16M2700 18.12 
TO-5 Socket, Beryllium Copper, Gold Plated Contacts 
@ 8060-163 3 3.81mm 65F1868 6.71 
@ 8060-164 4 3.81mm 65F1869 6.62 
@ 8058-1623 3 5.08mm 65F 1648 W200 
TO-5 Socket, Beryllium Copper, Gold Plated Contacts, Printed Circuit 
@ 8060-1611 3 2.54mm | 65F1864 8.86 


TO-5 Socket, Beryllium Copper, Gold Plated Contacts, Printed Circuit, 3.175 mm Pin Length 


CONNECTORS & ACCESSORIES 


SOCKETS — COMPONENT 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 

Compliant 

Available 
@ For Mass Production Application 


@ Hand/Semi-Automatic Insertion Method 


© Copper Contact Sleeve 
@ Beryllium Copper Spring 


No. of Price Each 
Mfg. Part No. Contacts Stock No. 1-9+ 


PCB Socket, Beryllium Copper, Gold Plated Contacts, Series 1, Closed Bottom Design, Gold 
Spring Finish, Gold Sleeve Finish 


@ 8058-1649 8 5.08mm 50F1730 13.11 


@ 2-332095-1 1 33B6592 0.58 


TO-5 Socket, Beryllium Copper, Gold Plated Contacts, Printed Circuit, 8.05 mm Pin Length 
@ 8058-1632 8 5.08mm 89F606 7.44 
TO-5 Socket, Beryllium Copper, Gold Plated Contacts, Solder Pot, 2.13 mm Pin Length 

@ 8060-1G17 3 2.54mm 97F3266 12.19 
TO-5 Socket, Beryllium Copper, Gold Plated Contacts, Solder Pot, 3.71 mm Pin Length 


@ 8060-1G5 3 2.54mm | 65F1860 A 2al2! 
PIM_4742 

SOCKET PIN TERMINALS WITH DISPOSABLE (2) 

CARRIER ASSEMBLIES multicomp 


RoHS 
Compliant 
Available 


PTCA series pin terminal carrier assembly sockets are based on the very high specific pressure (VHSP) contact 
system. Heat-treated, four-finger contacts are gold-plated beryllium copper. Drilling low-profile board enables 
the contacts to be inserted down the shoulder and leaves 0.030” (0.762 mm) maximum profile above board. 
Closed bottom pin protects from wicking and flux contamination. Meets severe environmental requirements of 
high shock and vibration. Permits maximum air circulation under ICs and eliminates head entrapment under the 
insulator. Air-cooled. Throw-away metal carrier eases installation. For row pitch size (Ref. “A” in above drawing) 
see below table. 


PCB Socket, Beryllium Copper, Gold Plated Contacts, Series 1, Closed Bottom Design, Gold 
Spring Finish, Tin Sleeve Finish 
@ 2-5332095-4 1 89M4428 0.13 


PCB Socket, Beryllium Copper, Gold Plated Contacts, Series 1, Knockout Bottom Design, 
Gold Spring Finish, Gold Sleeve Finish 


@ 3-330808-8 1 95F1398 0.85 


PCB Socket, Beryllium Copper, Gold Plated Contacts, Series 2, Closed Bottom Design, Gold 
Spring Finish, Gold Sleeve Finish, 4.52 mm Socket Length 


@ 50462-6 1 33B9437 0.96 


PCB Socket, Beryllium Copper, Gold Plated Contacts, Series 2, Closed Bottom Design, Gold 
Spring Finish, Gold Sleeve Finish, 6.6 mm Socket Length 


@ 50863-4 1 33B9497 —- 


PCB Socket, Beryllium Copper, Gold Plated Contacts, Series 2, Closed Bottom Design, Gold 
Spring Finish, Tin Sleeve Finish, 4.52 mm Socket Length 


@ 5050462-8 1 16M3179 = 


PCB Socket, Beryllium Copper, Gold Plated Contacts, Series 2, Closed Bottom Design, Gold 
Spring Finish, Tin Sleeve Finish, 6.6 mm Socket Length 


@ 5050863-5 1 05M3445 0.56 


PCB Socket, Beryllium Copper, Gold Plated Contacts, Series 2, Knockout Bottom Design, 
Gold Spring Finish, Tin Sleeve Finish 


@ 5050462-2 1 28M8816 0.14 


PCB Socket, Beryllium Copper, Gold Plated Contacts, Series 2, Open Bottom Design, Gold 
Spring Finish, Tin Sleeve Finish 
@ 3-5331272-5 1 16M2903 0.68 


PCB Socket, Beryllium Copper, Gold Plated Contacts, Series 4, Closed Bottom Design, Gold 
Spring Finish, Gold Sleeve Finish 


@ 50865 1 88F5362 0.19 
PCB Socket, Beryllium Copper, Gold Plated Contacts, Series 4, Knockout Bottom Design, 


No. of Row Price Each Gold Spring Finish, Tin Sleeve Finish 

Mfg. Part No. Contacts Pitch Stock No. 1-49+ @ 5050865-1 1 83K8413 a2 
PCB Socket, Brass, Nickel Plated Contacts PCB Socket, Beryllium Copper, Gold Plated Contacts, Series 4, Open Bottom Design, Gold 
@ SPC15506 8 7.62mm 82K7794 _— Spring Finish, Gold Sleeve Finish 
@ SPC15507 14 7.62mm 82K7795 = @ 1-332070-4 1 33B3241 0.91 
@ SPC15508 16 7.62mm 82K7796 ae PCB Socket, Beryllium Copper, Gold Plated Contacts, Series 4, Open Bottom Design, Gold 
@ SPC15509 4 15.24mm 82K7797 3.08 Spring Finish, Tin Sleeve Finish, 3.63 mm Socket Length 
@ SPC15510 40 15.24mm 82K7798 14.79 © 25332070-9 1 42K8667 0.50 
ran PCB Socket, Beryllium Copper, Gold Plated Contacts, Series 4, Open Bottom Design, Gold 


TE CONNECTIVITY’S AMP HOLTITE® SOLDERLESS 
SOCKETS 


Sys 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


© Zero-Profile Sockets © Board Thickness: 0.030” 
© Beryllium Copper Contacts 
Solderless press-fit into the plated through-hole of printed wiring boards. Gold plated 0.000030" per MIL-P-81728 


over nickel per QQ-N-290. 


Spring Finish, Tin Sleeve Finish, 6.6 mm Socket Length 
@ 5050865-3 1 16M3559 0.40 
PCB Socket, Beryllium Copper, Gold Plated Contacts, Series 5, Closed Bottom Design, Gold 
Spring Finish, Tin Sleeve Finish 
@ 5050871-5 1 42K6953 1.09 


PCB Socket, Beryllium Copper, Tin Plated Contacts, Series 1, Closed Bottom Design, Tin 
Spring Finish, Gold Sleeve Finish 
@ 5050935-2 1 42K6955 0.33 
PCB Socket, Beryllium Copper, Tin Plated Contacts, Series 1, Closed Bottom Design, Tin 

Spring Finish, Tin Sleeve Finish 
@ 2-5330808-7 1 16M2847 as 


PCB Socket, Beryllium Copper, Tin Plated Contacts, Series 2, Closed Bottom Design, Tin 
Spring Finish, Tin Sleeve Finish 


iar Price Each © 5050863-8 1 42K6948 0.54 
Mfg. Part No. Contacts Stock No. [4-94 PCB Socket, Beryllium Copper, Tin Plated Contacts, Series 3, Closed Bottom Design, Tin 
PCB Socket, Beryllium Copper, Gold Plated Contacts, 0.016” - 0.021” Lead Size Spin RIneh Tar Seve Eiken 
Baatl at : © 5050864-6 1 40P9632 0.48 
@ 8134-HC-5P2 1 14F2869 a“ - 7 A rs ra 
PCB Socket, Beryllium Copper, Gold Plated Contacts, 0.025” - 0.035” Lead Size Gorine Finch Te, Sleeve nh Plated Contacts, Series 4, Closed Bottom Design, Tin 
@ 8134-HC-8P2 1 14F2871 0.51 © 5050865-8 1 42K6951 0.53 
PCB Socket, Beryllium Copper, Gold Plated Contacts, 0.035” - 0.045” Lead Size PCB Socket, Beryllium Copper, Tin Plated Contacts, Series 5, Closed Bottom Design, Tin 
@ 8134-HC-12P2 1 01F8722 — Spring Finish, Tin Sleeve Finish 
PCB Socket, Beryllium Copper, Tin Plated Contacts, 0.020” - 0.030” Lead Size @ 5050871-8 1 42K6954 0.09 
@ 8134-HC-6P2 1 2301656 0.41 PIM_62078 
PIM_4723 
Terminals - Turret Solder Press Mount 
> CONTINUED > 


1.800.463.9275 © newark.com 


elementiu 123 


CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


SOCKETS — SPRING 


Terminals - Turret Solder Press Mount (CONT.) FLUSH MOUNT PCB RECEPTACLES (CONT.) 
Length Price Each Length Price Each 
Hole Below Overall Hole Below Overall 
Mfg. Part No. Dia. Flange Length Plating Stock No. 1-99+ Mfg. Part No. Dia. Flange Length | Plating | Stock No. 1-9+ 
Non Insulated, Series 1, Closed Bottom Design, Gold Spring Finish, Gold Sleeve Finish Non Insulated 
@ 2-330808-8 1.04mm 3.25mm 3.61mm Gold 93F6981 0.59 @ 0507-0-15-15-31-27-10-0 1.07mm | 1.78mm | 2.29mm Gold 86X1770 0.32 
Non Insulated, Series 1, Closed Bottom Design, Gold Spring Finish, Gold Sleev Finish @ 0531-0-15-15-31-27-10-0 1.14mm | 1.22mm | 1.73mm Gold 86X1771 0.33 
@ 50935 1.04mm aes 4.27mm Gold 52F4518 0.77 PIM_5465551 
Non Insulated, Series 4, Closed Bottom Design, Gold Spring Finish, Tin Sleeve Finish 
@ 5050865-5 1.83mm 6.24mm 6.6mm Gold 83K8411 0.88 SPRING LOADED PINS Satin 
PIM_5511561 Available ILL: 
RoHS a : —e 
PC BOARD SOCKETS tn HARWIN ———— — ——— 
salen 0901 Series ji Ey ——— 
P ee —— 0906 Seri 
@ Cy) EE 0922 Series ane 
SF ., 0900 Series 0914 Series = 
— —_—————— 
rs a —— 0929 Series 
ae! } — fe) RR 0907 Series 
y \ ~ Applications include base unit (battery/charger) © Bar code readers 
opted interface for: @ Medical instruments 
a& aes a © Mobile phones © Test instruments 
= © Mobile radios 
© Compatible with 20.50mm, @0.80mm, and applications Individual precision machined pins feature long 1-million-cycle life, 2A current capacity. Contact diameter: .042”. 
1.00mm mating pins : , © Operating temperature: -55°C to +125°C Gold-plated components. Spring loaded modular strip contacts available online or call. 
© Suitable fora variety of mating pin lengths. ° Solderability: 235°C for 5 seconds Current Overall Price Each 
© Gold contacts inside tin shell e Soldering heat resistance: 260°C for10 seconds Mfg. Part No. Rating Length Force Travel StockNo. | 14-49% _ 
© Four finger gold plated beryllium contact @ Durability 0.5mm: 500 operations 5 7 
@ Proven history in high end industrial and Mil/Aero — @ Durability 0.8 and 1.0mm: 1000 operations Spring Loaded Pin 
No. of Price Each @ 0900-0-15-20-76-14-11-0 2A 0.137" 25g 60g 96H6930 0.98 
Mfg. Part No. Contacts Stock No. [49+ _@ 0990-0-50-20-76-14-11-0 2A 0.137" | 25g 60g | 63R0222 0.14 
PCB Socket, Beryllium Copper, Gold Plated Contacts, 2.40 mm Max Pin Length, Gold Shell @ 0906-0-15-20-76-14-11-0 2A 0.176" 259 80g 84K5081 0.61 
erni005—~C—*=C“—s“—SsSsssC<‘OSCSsStC Sid SSK ==~*”*~*~YSC“‘“aSCSC«C=«@0900-1-15-20-75-14-11-0 2A 0.177" | 25g 60g | 07H9755 1.02 
PCB Socket, Beryllium Copper, Gold Plated Contacts, 2.40 mm Max Pin Length, Tin Shell @ 0900-2-15-20-75-14-11-0 2A 0.197" 259 80g 07H9759 0.36 
@H3190-01 1 55K6332 0.20 @ 0900-3-15-20-75-14-11-0 2A 0.217" | 25g 60g 30K5594 0.36 
PCB Socket, Beryllium Copper, Gold Plated Contacts, 3.15 mm Max Pin Length, Gold Shell @ 0936-0-15-20-75-14-11-0 2A 0.217" 25g 60g 63R0214 0.23 
@ H3192-05 4 55K6339 0.29 @ 0906-1-15-20-75-14-11-0 2A 0.232" 25g 60g 84K5083 0.33 
PCB Socket, Beryllium Copper, Gold Plated Contacts, 3.15 mm Max Pin Length, Tin Shell @ 0900-4-15-20-75-14-11-0 2A 0.236" 25g 60g 30K5595 0.21 
@ H3192-01 4 55K6338 ra @ 0906-2-15-20-75-14-11-0 2A 0.252” 25g 60g 84K5085 0.64 
PCB Socket, Beryllium Copper, Gold Plated Contacts, 4.50 mm Max Pin Length, Gold Shell @ 0907-0-15-20-75-14-11-0 2A 0.255" 25g 60g 80K5504 0.58 
@ H3191-05 1 55K6336 0.27 @ 0906-3-15-20-75-14-11-0 2A 0.272" 25g 60g 84K5087 0.34 
PCB Socket, Beryllium Copper, Gold Plated Contacts, 4.50 mm Max Pin Length, Tin Shell @ 0907-1-15-20-75-14-11-0 2A 0.275" 25g 60g 85K8787 0.39 
@ H3191-01 1 55K6335, 0.25 @ 0906-4-15-20-75-14-11-0 2A 0.291” 25g 60g 84K5089 0.34 
PCB Socket, Beryllium Copper, Gold Plated Contacts, 4.54 mm Max Pin Length, Gold Shell @ 0901-0-15-20-75-14-11-0 2A 0.293" 25g 60g 9479334 0.83 
@ H3183-05 1 55K6326 0.50 @ 0907-2-15-20-75-14-11-0 2A 0.298” 25g 60g 85K8788 0.39 
PCB Socket, Beryllium Copper, Gold Plated Contacts, 4.54 mm Max Pin Length, Tin Shell @ 0928-0-15-20-77-14-11-0 2A 0.295" 25g 60g 53R1839 0.80 
@ H3183-01 1 26H3483 = @ 0908-0-15-20-75-14-11-0 2A 0.324” 25g 60g 63R0185 0.80 
PCB Socket, Beryllium Copper, Gold Plated Contacts, 4.85 mm Max Pin Length, Gold Shell @ 0914-0-15-20-77-14-11-0 2A 0.327" 25g 60g 84K5102 0.45 
@ H3165-05 1 54K3378 0.24 @ 0967-0-15-20-75-14-11-0 2A 0.328" 25g 60g 63R0220 0.60 
PCB Socket, Beryllium Copper, Gold Plated Contacts, 4.85 mm Max Pin Length, Tin Shell @ 0907-4-15-20-75-14-11-0 2A 0.335” 25g 60g 85K8790 0.13 
@ H3165-01 1 0142150 052 @ 0908-1-15-20-75-14-11-0 2A 0.344" | 25g 60g | 63R0187 0.41 
PCB Socket, Beryllium Copper, Gold Plated Contacts, Through Hole, Gold Shell @ 0985-0-15-20-71-14-11-0 2A 0.35" 15g 50g 44W5178 0.91 
@ H3185-05 1 07J7148 0.45 @ 0908-2-15-20-75-14-11-0 2A 0.364" 25g 60g 63R0189 0.80 
PCB Socket, Beryllium Copper, Gold Plated Contacts, Through Hole, Gold Shell @ 0907-6-15-20-75-14-11-0 2A 0.37" 25g 60g 85K8792 0.42 
@ H3169-05 1 55K6319 as @ 0908-4-15-20-75-14-11-0 2A 0.404” 25g 60g 63R0193 0.42 
PCB Socket, Beryllium Copper, Gold Plated Contacts, Through Hole, Tin Shell @ 0907-8-15-20-75-14-11-0 2A 0.41" 25g 60g 85K8794 0.43 
@ H3185-01 1 55K6330 0.32 @ 0907-9-15-20-75-14-11-0 2A 0.43" 25g 60g 85K8795 0.46 
PCB Socket, Beryllium Copper, Gold Plated Contacts, Through Hole, Tin Shell @ 0933-0-15-20-75-14-11-0 2A 0.441” 25g 60g 83R7486 0.17 
@ H3169-01 1 28K1491 0.33 @ 0908-7-15-20-75-14-11-0 2A 0.459” 25g 60g 63R0198 0.44 
PIM_113076 @ 0932-0-15-20-77-14-11-0 2A 0.472" | 25g | 60g | SiMs044 0.44 
@ 0908-9-15-20-75-14-11-0 2A 0.499” 25g 60g 7515673 0.45 
@ 0922-0-15-20-75-14-11-0 2A 0.52” 25g 60g 84K5105 0.98 
FLUSH MOUNT PCB RECEPTACLES 6 @ 0929-0-15-20-75-14-11-0 2A 0.575” 25g 60g 08N5738 0.55 
@ 0905-0-15-20-75-14-11-0 3A 0.693" 25g 60g 8972082 hae 
- i PIM_84780 
, i if zo | rot 
ri E = | LARGE SCALE, HIGH CURRENT SPRING LOADED / 
CONTACTS ILL 
RoHS 
t Geetimoian RoHS 
— Available Gee tinoiat 
© Shell Material: Brass Alloy © Contact Plating: Gold over Nickel Available 
© Shell Plating: Gold over Nickel © Current Rating: 3A 
© Contact Material: Beryllium Copper 
Fig. 1 Fig. 2 Fig. 3 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 


SOCKETS — SPRING 


LARGE SCALE, HIGH CURRENT SPRING LOADED CONTACTS (CONT.) 
@ Sleeve & Plunger: 20u” Gold plated copper alloy 
@ Spring: 10u” gold plated stainless steel 302 

© Current rating: Continuous 9A @ 10° C temper- 


ature rise 


© Gold plating provides the highest interconnect 
reliability, corrosion protection and wear resistance. 


Mill-Max 0854, 0855 and 0856 large scale, high current spring pins feature thick wall construction and solid 
plungers for increased durability. In contrast to miniature spring pins, which are typically used on .100” (2.54 


mm) centers, these new offerings are for applications where greater spacing is required due to electrical and 
mechanical specifications. Inside each spring pin is a gold-plated, stainless steel spring rated for 1,000,000 
cycles. These large scale spring pins have a .045” (1.143 mm) working travel (.090” [2.286 mm] maximum 
travel) and exhibit higher spring forces than smaller miniature spring pin connectors. 
Current | Overall Price Each 

Mfg. Part No. Tip Style | Rating | Length | Force | Travel | Stock No. 1-24+ 
Spring Loaded Contact - Fig. 1 
@ 0856-0-15-20-82-14-11-0 Poin 9A 12.78mm | 25g | 120g | 6575388 1.39 
Spring Loaded Contact - Fig. 2 
@ 0855-0-15-20-82-14-11-0 Poin 9A 16.48mm | 25g | 120g | 5670360 1.92 
Spring Loaded Contact - Fig. 3 
@ 0854-0-15-20-82-14-11-0 Poin 9A 15.21mm | 25g | 120g | 4817437 1.16 
Test Point 
@ 0851-0-15-20-82-14-11-0 | _ Poin 9A | 0.378" | 25g | 120g | 63R0183 0.75 


PIM_198145 


ULTRA-LOW & LOW PROFILE SPRING LOADED CONTACTS mi 


Fig. 1 Fig. 2 Fig. 3 Fig. 4 


RoHS _ 
Compliant 
Available 


Fig. 5 

@ Sleeve & Plunger: 20u” Gold plated copper alloy 

© Spring: 10u” gold plated beryllium copper or © Gold plating provides the highest interconnect 
stainless steel 302 reliability, corrosion protection and wear resistance. 


Mill-Max ultra-low and low profile spring pins are a solution for applications where above board height is limited. 


© Current Rating: 2A continuous, 3A peak 


As packaging requirements for electronics continue to shrink in size, traditional interconnects don't always fit 
the bill. For board-to-board or device-to-board connections, low profile spring pins are a practical solution. 
These new low profile options utilize the same technology & internal spring components as standard spring 
contacts. All three pins are rated for one million cycles and have a current rating of 2 amps continuous use (3 
amps maximum.) 
Current | Overall Price Each 
Mfg. Part No. Tip Style | Rating | Length | Force | Travel | Stock No. 1-49+ 

Spring Loaded Contact - Solder mount in .070 min. mounting hole, Fig. 1 

@ 0921-0-15-20-76-14-11-0 Poin! 2A 434mm | 25g 60g | 7471328 0.69 
Spring Loaded Contact - Solder mount in .070 min. mounting hole, Fig. 2 

@ 0921-1-15-20-75-14-11-0 Poin! 2A 5.21mm | 25g 60g | 7471329 0.74 
Spring Loaded Contact - Solder mount in .074 min. mounting hole, Fig. 3 

@ 0926-0-15-20-76-14-11-0 Poin' 2A 4.34mm | 25g 60g | 7471330 0.37 
Spring Loaded Contact - Solder mount in .074 min. mounting hole, Fig. 4 

@ 0926-1-15-20-75-14-11-0 Poin' 2A 5.21mm | 25g 60g | 7471331 0.22 
Spring Loaded Contact - Surface mount, , Fig. 5 

@ 0965-0-15-20-80-14-11-0 Poin! 2A 2.54mm | 25g 70g | 7471332 0.47 
PIM_198147 


SURFACE MOUNT SPRING LOADED PINS 


RoHS — 
Compliant 
Available 


© Sleeve & Plunger Material: Copper Alloy 

® Sleeve & Plunger Plating: Gold over Nickel 
© Spring Material: Stainless Steel 

© Spring Plating: Gold over Nickel 

@ Durability: 1,000,000 cycles 


@ Rated Current (Free air): Continuous 9A @ 10 
temperature rise 

© Contact Resistance: 20mQ max 

@ Temperature Range: -55°C to +125°C 


Current | Overall Price Each 
Mfg. Part No. Tip Style | Rating | Length | Force | Travel | Stock No. 1-24+ 
Spring Loaded Contact 
@ 0871-0-15-20-82-14-11-0 Flat 9A 10.16mm | 25g | 120g | 46X8067 2.36 
@ 0861-0-15-20-82-14-11-0 | Point 9A 13.34mm | 25g | 120g | 46X8066 2.47 


PIM_5465530 
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N7G24 SERIES FLASH MEMORY HEADERS FOR CFAST CARD avi 


RoHS | 
Compliant 
Available 


Header, Latching Retainer, Right Ejector 


@ Mate with both CFast™ Type | and Type Il cards 

@ Meets CFA CFast™ specification Rev 1.0 

@ Extended guide rails enable accurate and easy 
card insertion 


@ 2mm standoff available for component clearance 
underneath header 

@ Extended guide rails with grounding clips 

© Tested to 10,000 mating cycles 

® Single row surface mount solder tails facilitate auto © Right or left hand dual-push ejectors or latching 
placement and IR soldering retainer available 

N7G24 series 3M™ header for the new CFast™ high-performance serial flash memory cards is a 7+17-pin 

connector consisting of a SATA-compatible 7-pin signal connector and a 17-pin power and control connector. 

Features extended guide rails to reduce the possibility of misalignment during card installations, and grounding 

clips that provide additional retention force to the card, helping reduce the possibility of uncontrolled card 

removal from the connector when ejected. The single-row, surface mount co-planar tails allow for higher yields 

and simplified inspection. The header is offered in a low profile configuration, or with 2mm standoffs that allow 

the designer to populate the board underneath an inserted card. Choice of two styles of dual-push ejector as well 

as a latching retainer that clips onto the header and provides a wire latch for robust retention, ideal for critical 

applications or applications subject to vibration and shock. 

N7G24 series 3M™ header housing is constructed of high-temperature thermoplastic, beige, flammability rated 

UL 94V-0. Copper alloy contacts are gold plated on mating end, matte tin on solder tail with a nickel underplated 


all over. Current rating: 1.5 A per pin. Recommended PCB thickness: 0.066” (1.65mm). Total arm length: 1.545” 
(39.23mm); overall width: 1.91” (48.5mm). Operating temperature rating: -40°C to 85°C. 
No. of Contact Contact Price Each 
Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 
Memory Card - 15” Plating, 2 mm Standoff 
@ N7G24-A0B2-RA-10-0HT 24 Copper Alloy | Gold Plated Contacts | 80R8505 _ 
Memory Card - 30” Plating, 2 mm Standoff 
@ N7G24-A0B2RB-10-0HT 24 Copper Alloy | Gold Plated Contacts | 85R6086 6.73 
Memory Socket - 15” Plating 
@ N7G24-A0B2-RA-00-0HT 24 Copper Alloy | Gold Plated Contacts | 80R8504 5.81 
Memory Socket - 30” Plating 
@ N7G24-A0B2-RB-00-0HT 24 Copper Alloy Gold Plated Contacts | 80R8506 8.08 
For Use Price Each 
Mfg. Part No. Description Type With Stock No.| 1-1-9+ 
@ 7E50-C016-00 Latching Retainer | 3M CFAST N7G24 Series | 85R6087 2.38 
Headers 
@ 7G24-B6A6-05| LeftDual Push | Card Ejector |3MCFAST N7G24 Series | 80R9091 1.99 
Headers 
@ 7G24-B5A6-05 | Right Dual Push} Card Ejector | 3M CFAST N7G24 Series | 80R9090 0.66 
Headers 


PIM_190010 


COMPACTFLASH™ CARD HEADER 
© Compatible with both CompactFlash* Type | and 


Type Il cards = 
@ Meets CFA standards * . GeReinvian 
‘ ~ Available 


@ Polarization options for top or bottom 
boardmount 

@ Extended guide rails enable accurate and easy 
card insertion 

® Guide rail ESD clip contacts board ground pads 

© Optional 2mm board standoff enables board 
population 

@ Single row solder tails with 0.635mm spacing 

© 30uin gold plating 


No. of Contact Contact Tape Cut 
Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 

Memory Card - 18.70 mm, Standard, 2.00 mm Standoff 
@ N7E50-Q516RB-50-WF 50 Copper Alloy | Gold Plated Contacts | 93K6320 6.23 
Memory Card - 31.60 mm, Inverse, 2.00 mm Standoff 
@ N7E50-N516RB-50-WF 50 Copper Gold Plated Contacts | 93K6319 10.46 
Memory Card - 31.60 mm, Standard 
@ N7E50-M516RB-40-WF 50 Copper Gold Plated Contacts | 93K6316 6.39 
Memory Card - 31.60 mm, Standard, 2.00 mm Standoff 
@ N7E50-M516RB-50-WF 50 Copper Gold Plated Contacts | 93K6317 10.94 
PIM_84752 
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@ Indicates RoHS Compliant 4] Find Datasheets Online 


SOCKETS — MEMORY 
TE CONNECTIVITY’S AMP CARD CONNECTORS FOR ae SIM CONNECTORS (CONT.) 
COMPACT FLASH — us No. of Contact Contact Tape Cut 
Features: ae ee ait Mfg. Part No. Contacts Material Plating Stock No. | 1-94 
@ Meets CompactFlash Association Specifications OE RiTiiaeenaisReelFaR SIM Socket - Hinged. 2.50 Profil 
@ Proven PCMCIA contact technology wo. al ~ Li ocket - Hinged, 2.00 mm Protile 
@ Accepts hardware for mechanical mounting \ 4 Gee tinoiat @ SIM5055-6-1-25-00-A 6 Phosphor Bronze | Gold Plated Contacts | 9311230 0.35 
@ 50-position Card Connector Ss) Available SIM Socket - Hinged, 2.60 mm Profile 
Compaciriésh ineatlers: can accept. lype: | andlor . @ SIM5060-6-0-26-00-A | 6 _| Phosphor Bronze | Gold Plated Contacts | 9371231 a 
Type Il card thickness. Available in both vertical * 
or right angle mount, and flush or raised mounting : & @ SIM5060-8-0-26-01-A 8 Phosphor Bronze | Gold Plated Contacts | 9311232 = 


heights. SIM Socket - Push Push, 1.60 mm Profile 
No. of Contact Contact Price Each @ SIM4065-8-1-15-00-A 8 Copper Alloy | Gold Plated Contacts | 30Y8615 1.40 
Mfg. Part No. Contacts Material Plating Stock No. 1-9+ SIM Socket - Push Push, 1.80 mm Profile 
Memory Card - Right Angle, 5.20 mm Height, | @ SIM2055-6-0-18-00-A 6 Phosphor Bronze | Gold Plated Contacts | 69R4874 wt 
@ 5120615-1 50 Beryllium Copper | Gold Plated Contacts 42K7003 5.50 SIM Socket - Push Push, 3.44 mm Profile 
Memory Card - Right Angle, 5.20 mm Height, | & Il @ SIM2070-6-1-30-00-A 6 Copper Alloy | Gold Plated Contacts | 9371229 1.62 
@ 5788667-1 50 | Beryllium Copper | Gold Plated Contacts 42K7587 4.85 PIM_168913 
Memory Card - Straight, 14.00 mm Height, | 
@ 146839-3 al | Blass Gold Plated Contacts 16M2716 = MICROSD MEMORY CARD CONNECTOR . 
Memory Card - Straight, 14.00 mm Height, | & Il mM olex 
@ 5788643-1 50 Brass Gold Plated Contacts 53K0566 = 
Memory Card - Straight, 4.00 mm Height, | & Il | ~~ Soper 
@ 1734451-1 50 Brass Gold Plated Contacts 73K1618 = P >, ~ 7, . Available 
Memory Card - Straight, 8.50 mm Height, | & Il a 
@ 1734450-1 50 Copper Gold Plated Contacts 16M2769 = g 
PIM_79975 


TE CONNECTIVITY’S AMP CARD CONNECTORS FOR SD 
MEMORY 


=e 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


Push/Pull 


@ Voltage rating: 100VAC 
© Current rating: 0.5A 
© Operating temperature: -25°C to 90°C 


@ Mating force: 40N 
@ Un-mating force: 2N 


SD memory cards stores digital files without requiring a computer. 
No. of Contact Contact Price Each 
Mfg. PartNo. | Contacts Material Plating Stock No. 1-9+ 
Memory Card 
@ 2041021-3 | 9 Phosphor Bronze Gold Plated Contacts 35R2925 _ 
PIM_93059 
SIM CONNECTORS 


ine GCT 
Roe ew} 


SIM8050 SIM2070 SIM2055 
SIM7050 < 


SIM4050 SIM5055 


SIM4055 
Micro SIM cards have the same contact arrangement as traditional Mini SIM cards, however the reduced card 
size of 12mm x 15mm shows an 50% space savings in card footprint. 


SIM3050 SIMS051 


Tape Cut 
Stock No. 1-9+ 


No. of 
Mfg. Part No. Contacts 


Micro SIM - Push Pull, 1.50 mm Profile 
@ SIM7100-6-1-15-00-A 6 Phosphor Bronze | Gold Plated Contacts 
Micro SIM - Push Pull, 2.40 mm Profile 
@ SIM7050-6-0-00-A 6 Phosphor Bronze | Gold Plated Contact 
@ SIM7050-8-0-00-A 8 Phosphor Bronze | Gold Plated Contact 
Nano SIM - Push Pull, 1.45 mm Profile 
@ SIM8050-6-0-14-01-A 6 Phosphor Bronze | Gold Plated Contacts 
SIM Socket - Dual, 3.00 mm Profile 
@ SIM6050-8-0-30-00-A 16 Phosphor Bronze | Gold Plated Contacts 
SIM Socket - Hinged, 1.85 mm Profile 
@ SIM5051-6-0-18-00-A 6 Phosphor Bronze | Gold Plated Contacts 


Contact 
Plating 


Contact 
Material 


87X8200 ASe 


28W5437 = 
28W5438 0.69 


ala 


94W2768 0.49 


99R5290 0.93 


9472308 0.58 
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The microSD standard covers the world’s smallest memory card connectors. The Push-Push versions include 


card extractor features to help provide smooth card insertion and removal. Right angle surface mount MicroSD 
memory connectors feature ultra small size for space savings. 
No. of Contact Contact Tape Cut 
Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 

Memory Card 

@ 502702-0891 8 Copper Alloy Gold Plated Contacts 96M0538 4.27 
Micro SD 

@ 502570-0893 8 Copper Alloy Gold Plated Contacts 96M0537 4.55 
PIM_88589 


COMBO MEMORY CARD CONNECTORS 


Space-saving stacking-type memory card combo 
connectors combine two formats in a single unit 
for easy memory card access and removal to meet 
various mobile application needs. 


molex 


No. of Contact Contact Tape Cut 
Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 

Micro SD, Micro SIM - Push-Lever Eject 

@ 104642-1610 16 Copper Alloy Gold Plated Contacts 81Y5302 = 
Micro SD, Micro SIM - Push-Pull 

@ 104168-1620 16 Copper Alloy Gold Plated Contacts 81Y5299 = 
Micro SD, Nano SIM - Push-Lever Eject 

@ 104239-1430 14 Copper Alloy Gold Plated Contacts 81Y5300 = 
PIM_5532387 


0.100” CARD EDGE CONNECTORS 


Drilled Mounting Flanges 


Without Flanges 


© Bifurcated Copper Alloy Contacts for Reliable PC © Accommodate 26 AWG and 28 AWG Solid and 
Board Contact Stranded Cable 
@ 30y” Gold Plating @ Reliable Metal Cover Clips 
Available with or without flanges. UL recognized, CSA certified. Order strain reliefs separately below. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Card Edge, Receptacle, IDC / IDT 
@ 3358-0001 10 2.54mm 2 46F4764 = 
@ 3461-0001 20 2.54mm 2 46F4766 = 
@ 3462-0001 26 2.54mm 2 46F4767 aS 
@ 3463-0001 34 2.54mm 2 46F4768 = 
@ 3464-0001 40 2.54mm 2 46F4769 = 
> CONTINUED > 


Go online or call for non-compliant or @2ROHS Compliant products. See page 2 


0.100” CARD EDGE CONNECTORS (CONT.) 


CONNECTORS & ACCESSORIES 
CARD EDGE CONNECTORS 


307 SERIES DUAL-READOUT 0.128” (3.25) CARD EDGE RECEPTACLES 


No. of Price Each (CONT.) 

Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ No. of Row Price Each 
Card Edge, Receptacle, IDC / IDT Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-9+ 
@ 3415-0001 50 2.54mm 2 46F4770 am Card Edge, Receptacle, Solder 
@ 3403-0001 64 2.54mm 2 46F4772 = @ 307-044-500-202 44 3.96mm 2 5.08mm 95F3103 8.83 
Card Edge, Receptacle, IDC / IDT, with Drilled Mounting Flanges @ 307-056-500-202 56 3.96mm 2 5.08mm 95F3105 14.71 
@ 3461-0000 20 2.54mm 2 46F4757 -— @ 307-072-500-202 72 3.96mm 2 5.08mm 95F3106 11.07 
@ 3415-0000 50 2.54mm 2 46F4761 — @ 307-086-500-202 86 3.96mm 2 5.08mm 95F3107 19.93 
Card Edge, Receptacle, IDC / IDT, with Slotted Mounting Flanges Card Edge, Receptacle, Through Hole 
@ 3461-0002 20 2.54mm 2 46F4775 -— @ 307-012-520-202 12 3.96mm 2 5.08mm 80H9604 4.90 
@ 3462-0002 26 2.54mm 2 46F4776 — @ 307-020-520-202 20 3.96mm 2 5.08mm 59K0368 13.18 
@ 3415-0002 50 2.54mm 2 46F4779 = @ 307-024-520-202 24 3.96mm 2 5.08mm 35€1224 7.46 

For Use Price Each @ 307-036-520-202 36 3.96mm 2 5.08mm 59K0370 8.64 
Mfg. Part No.| Description] Type With StockNo.| 1* © @ 307-044-520-202 44 3.96mm 2 5.08mm | 59K0371 6.16 
@ 3448-54 20Way | Strain Relief] Card-Edge 3461-0001 — without | 87F3983 zs @ 307-056-520-202 56 3.96mm 2 5.08mm 63K7126 13.71 
Mounting Flange @ 307-072-520-202 72 3.96mm 2 5.08mm 59K0373 17.12 
@ 3448-55 26 Way | Strain Relief] 3000 Series Card-Edge Connectors | 87F3984 -— @ 307-086-520-202 86 3.96mm 2 5.08mm 60K7106 19.93 
@ 3448-58 50 Way ‘| Strain Relief | Card-Edge 3415-0001 without | 87F3987 = PIM_ 8686 
Mounting Flange 
PIM_8396 
PCI EXPRESS CONNECTORS Amphenol 


CARDCON™ 0.156” (3.96) DENSITY COMMERCIAL 
SOLDER CARD EDGE CONNECTORS ee 


cinch 


CONNECTIVITY SOLUTIONS 


abel group 
\ 


Through Hole 


Solder 


@ Bifurcated semi-bellows type contacts constructed Additional 0.156” (3.96) features: 


FCi 


RoHS — 
Compliant 
Available 


© 1, 4, & 16 serial PC! Express links to suit different  @ Moulded polarisation key prevents mis-alignment 
bandwidth requirements when mating 
© Supports 2.36mm thick motherboards ® Aretention clip may be mounted on the add-in card 
@ Through-mount soldertails are offset to form four and latched over the ridge of the connector 
rows on 2.0mm pitch 
These 1.0mm pitch, vertical card edge connectors are used to implement the PCI Express™ strategy in ATX 
or ATX-based desktop PCs and server systems. The connector family offers 1, 4 & 16 high-speed serial PCI 
Express Lanes. Each serial lane supports 2.5 Gbps data rate (per direction). 


of spring brass-plated with gold over nickel for 
added reliability. 

@ Ideal for applications involving vibrations or board 
irregularities. 

@ Available less mounting ears or with 0.128" (3.25) 
mounting holes. 


@ DIP solder tails single readout and double readout 
on 0.140" (3.56) row centers or 0.200” (5.08) row 
centers 

© Solder eyelet, single readout and double readout 
on 0.200” (5.08) row centers 

© Withstanding voltage: 1800 VAC rms. Current 


@ UL94V-0 rated glass-filled polyester insulation rating: 5A 
material, black. © Accepts single or double sided 0.062” (1.59) thick 
© Operating temperature: -65°C to +105°C. PC boards 


© Meets applicable performance criteria of © Contact resistance: 6 milliohms maximum. Insula- 


MIL-C-21097. tion resistance: 5000 megohms minimum 
@ UL recognized - file E170218 (UL1977) E130965 © Contact plating: 10” selective gold over 30,” 
(UL1863). nickel in contact area, tin on tails 
No. of Row Price Each 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-24+ 
Card Edge, Receptacle, Solder 
50-44SN-9 44 3.96mm 2 5.08mm 81F 1044 17.57 
Card Edge, Receptacle, Through Hole 
50-44SN-1 44 3.96mm 2 5.08mm 29F1755 19.29 
PIM_12929 


307 SERIES DUAL-READOUT 0.128” (3.25) CARD 
EDGE RECEPTACLES 


RoHS — 
Compliant 
Available 


TT 


PC Tail Terminals 


Solder Hole Terminals 
Low-profile receptacles feature bifurcated phosphor bronze dual readout contacts. Selective gold over nickel 


plating in mating area with tin on tails. Solder hole or PC tail contacts. Flush mount, green glass-filled polyester 
insulator, rated 94V-0. Mounting lugs with 0.128” diameter holes. Accepts PC boards from 0.054 to 0.070" (1.37- 
1.78) thick. Current rating: 5A. 
No. of Row Price Each 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-9+ 
Card Edge, Receptacle, Solder 
@ 307-012-500-202 12 3.96mm 2 5.08mm 95F3098 4.90 
@ 307-020-500-202 20 3.96mm 2 5.08mm 95F3099 7.23 
@ 307-024-500-202 24 3.96mm 2 5.08mm 95F3100 8.82 
@ 307-030-500-202 30 3.96mm 2 5.08mm 95F3101 7.98 
@ 307-036-500-202 36 3.96mm 2 5.08mm 95F3102 8.64 
> CONTINUED > 
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No. of Row Price Each 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-9+ 
Card Edge, Receptacle, Surface Mount 
@ 10061913-100CLF 36 1mm 2 = 49Y7305 0.57 
@ 10025026-10003TLF 164 1mm 2 0.95mm 1273009 9.44 
@ 10061913-101CLF 64 4mm 2 7.2mm 1273014 6.35 
@ 10061913-103TLF 164 1mm 2 7.2mm 1273015 10.09 


PIM_115906 


1.00mm (0.039”) MEC1 SERIES MINI EDGE oJ 
CARD CONNECTORS ie Sam | 


Edge card connectors feature black liquid crystal polymer housing with gold plated beryllium copper contacts. 
Current rating: 2A @ 80°C, Operating temperature range -55°C to +125°C, Voltage Rating: 300 VAC. Mates 
with 1.6mm thick cards. 
No. of Row Price Each 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-9+ 

Card Edge, Receptacle, Surface Mount 

@ MEC1-130-02-S-D-A 60 1mm 2 1.83mm 411P5208 13.48 

@ MEC1-160-02-S-D-A 120 1mm 2 1.83mm 411P5211 19.00 

@ MEC1-170-02-S-D-A 140 1mm 1.83mm 411P5212 18.69 
PIM_136063 


See the newest Technologies and 
Suppliers at: 


newark.com/new-products 


PIM_5624846 
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CONNECTORS & ACCESSORIES 
CARD EDGE CONNECTOR 


R600 CARD EDGE CONNECTORS 


ELECTRONICS & TECHNOLOGY, INC 


RoHS 
R644 Gecipian 
Available 


R644-3F 


@ Designed for 0.062” Thick PC Boards 
© Low Insertion Force 


@ 0.0200” Pin Row Separation 
© Test Voltage: 650VAC 


@ Mating Contacts Are Gold Over Nickel-Plated for @ Rated Current: 3A 

Reliability 
Contact resistance drop: 30MV maximum at rated current. Insulation resistance: 5000 megohms at 500VDC. Pin 
length: 0.25” (solder tail); 0.65” (wire-wrap). 

No. of Row Price Each 

Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-9+ 
Card Edge, Receptacle, Solder, * 
@ R644 44 3.96mm 2 5.08mm 38F487 26.03 
Card Edge, Receptacle, Through Hole, * 
@ R630 30 3.96mm 2 5.08mm 38F1108 19.24 
@ R656-1 56 3.18mm 2 5.08mm 10F8212 37.20 
@ R636-2 72 2.54mm 2 5.08mm 81F4778 24.89 
Card Edge, Receptacle, Wire Wrap, * 
@ R644-3F 44 3.96mm 2 5.08mm 2002835 13.68 
Card Edge, Receptacle, Wire Wrap, t 
@ R656-2 56 3.18mm 2 6.35mm 90F1318 27.44 
PIM_9102 


MEZALOK HIGH RELIABILITY MEZZANINE CONNECTORS 
FOR VITA 61 STANDARD 


TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


@ Housings: LCP plastic, white in color 
© Contacts: Gold plated copper alloy, Sn/Pb solder 


© Mating cycles: 500 
@ Mating force: 0.30 Ib. max. times number of 
balls contacts 


© Operating temperature: -60°C to +125°C. @ Shock and vibration per VITA 47 requirements 
Rugged surface mount mezzanine connector incorporating “super-redundant” Mini-Box contact system for an 
ultra reliable separable interface. Designed for 10mm and 12mm stack heights in both 60 and 114 positions. 
114 position is designed to support VITA 61 XMC architecture as rugged alternative to VITA 42 XMC. 60 
position designed for custom architecture stacking applications. VITA 42 and VITA 61 are not intermateable, 
but are footprint and XMC architecture compatible. LCP plastic housings offer superior thermal stability and 
are low-outgassing. Compliant BGA board attach supports standard surface mount processing and excellent 
thermal stability. 


No. of Row [ Tape Cut 

Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-4+ 
Header, Surface Mount, 9.15 mm Height 

2102079-1 60 1.27mm 6 1.27mm 1379158 23.16 

2102060-1 114 1.27mm 6 41.27mm 1379154 36.76 
Receptacle, Surface Mount, 10.00 mm Height 

2102080-1 60 1.27mm 41.27mm 1379159 29.71 

2102061-1 114 1.27mm 41.27mm 1379155 48.65 
Receptacle, Surface Mount, 12.00 mm Height 

2102080-3 60 1.27mm 6 1.27mm 1379160 29.71 

2102061-3 114 1.27mm 6 41.27mm 1379156 = 

PIM_192064 


Vendor Approved Modification 


Panel Meters and Switches designed to your specs 
Choose your own colors, text, and logo 
ISO certified lab with a Certificate of Conformance included with your order 


Email panelmeters@newark.com Call 800 859 1257 


PIM_5624798 
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TE CONNECTIVITY’S AMP 0.5mm FINE MATE 


RoHS | 
\Compliant 
Available 


AUTHORIZED DISTRIBUTOR 


CONNECTORS 

@ Voltage Rating: 50 VAC @ Horizontal versions available for right angle board- 
© Current Rating: 0.5A to-board applications 

© Operating Temperature: -30°C to +105°C © Surface areas provided to accommodate vacuum 

® Housing: 6T nylon, high heat resistant resin nozzles 

© Contacts: Tin plated phosphor bronze @ Available packaged in tape and reel for automatic 

© Ultra fine, 0.5 (0.020) pitch SMT connectors for placement per EIAJ standards 


boardto- board interconnections 
© Low profile parallel board stacking heights as low 

as 1.5 (0.059) 
0.5mm Fine Mate connectors are economical, surface-mount, fine pitch board-to-board connectors that have 
been developed to meet the latest needs of the electronic industry for high density packaging. These connectors 
offer a 0.5 (0.020) contact pitch and parallel board stacking heights ranging from 4.5 (0.177) to 6.0 (0.236). 
They are ideally suited for applications requiring miniaturization, such as cellular phones, pagers, notebook 
computers, camcorders and other consumer electronics. These connectors are designed for economical, 
automatic placement onto SMT printed circuit boards. The plug and cap designs include surface areas to 
accommodate “pick and place” vacuum nozzles without secondary covers. All products are “tape and reel” 
packaged, conforming to EIAJ standards. 


© Offered with tin or gold plating on mating surfaces 
© Solder pegs are included for anti-peeling 


No. of Tape Cut 

Mfg. Part No. Contacts Pitch Rows Stock No. 1-24+ 
Plug, Surface Mount 
@ 1747035-6 50 0.5mm 2 17R5053 EES 
Receptacle, Surface Mount 
@ 1565357-1 100 0.5mm 2 17R4008 10.88 
PIM_194458 
TE CONNECTIVITY’S AMP 0.8mm FINE STACK fot 
CONNECTORS 2 ae = TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


Voltage Rating: 50 VAC 

Current Rating: 0.5 A 

Operating Temperature: -30°C to +105°C. 
Housing: 6T nylon, high heat resistant resin 
Contacts: Tin plated phosphor bronze 

0.8 [.031] fine pitch SMT connectors for board-to- 
board interconnections 

® Low profile parallel board stacking heights as low 
0.8mm Fine Stack connectors are economical, surface-mount, fine pitch board-to-board connectors that have 
been developed to meet the latest needs of the electronic industry for high density packaging. These connectors 
offer a 0.8 (0.031) contact pitch and parallel board stacking heights ranging from 3.0 (0.118) to 4.5 (0.177). 
They are ideally suited for applications requiring miniaturization, such as cellular phones, pagers, notebook 
computers, camcorders and other consumer electronics. These connectors are designed for economical, 
automatic placement onto SMT printed circuit boards. The plug and cap designs include surface areas to 
accommodate “pick and place” vacuum nozzles without secondary covers. All products are “tape and reel” 
packaged, conforming to EIAJ standards. 


as 3.0 [.118] 
@ Available packaged in tape and reel for automatic 
placement per EIAJ standards 
® Offered with tin or gold plating on mating surfaces 
© Solder pegs included for anti-peeling 
© Surface areas provided to accommodate vacuum 
nozzles 


No. of Tape Cut 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Plug, Surface Mount 
@ 1-179396-2 12 0.8mm 2 41J2974 = 
Receptacle, Surface Mount 
@ 1-179397-2 12 0.8mm 2 16R9838 1.66 
PIM_194446 


TE CONNECTIVITY’S AMP 0.50mm FREE HEIGHT (FH) 
BOARD-TO-BOARD STACKING CONNECTORS FOR COM 
EXPRESS 


fs 


connectivity 


AUTHORIZED DISTRIBUTOR 
RoHS — 
Compliant 
Available 
© Durability: 30 cycles 


© Operating Temperature: -40°C to +85°C 


© Current Rating: 0.54 

© Voltage Rating: 50 VAC 

® Dielectric Withstanding Voltage: 200 VAC 
0.5mm Free Height is a two-piece connector system designed for parallel board-to-board stacking applications. 
The contact system is identical to our popular 0.6mm FH product. The 0.5mm FH product has been chosen 


by the PICMG COM Express working group as the interface between embedded modules and carrier cards. 
No. of Row Price Each 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-4+ 
Plug, Surface Mount, 5 mm Height 
@ 3-1827253-6 220 0.5mm 2 5.4mm 46M2606 21.87 
> CONTINUED > 
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TE CONNECTIVITY’S AMP 0.50mm FREE HEIGHT (FH) BOARD-TO-BOARD 


CONNECTORS & ACCESSORIES 


PC BOARD STACKING CONNECTORS 


0.5 mm PITCH BOARD-TO-BOARD CONNECTORS (CONT.) 


STACKING CONNECTORS FOR COM EXPRESS (CONT.) No. of Row Tape Cut 
No. of Row Price Each Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-49+ 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-4+ Plug, Surface Mount, 5046 Series, 3.0 mm Mated Height 
Plug, Surface Mount, 8 mm Height @ 145046080630829+ 80 0.5mm 2 4.7mm 96M9283 as 
@ 3-6318491-6 220 0.5mm 4.2mm 89K2151 —_ @ 145046100630829+ 100 0.5mm 2 4.7mm 96M9291 — 
@ 3-5353652-6 440 0.5mm 12mm 89K2152 _ Plug, Surface Mount, 5046 Series, 3.5 mm Mated Height 
Receptacle, Surface Mount, 4 mm Height @ 145046030635829+ 30 0.5mm 2 4.7mm 96M9264 — 
© 3-6318490-6 220 0.5mm 2 3.6mm 18R0735 23.53 @ 145046100635829+ 100 0.5mm 2 4.7mm | 96M9292 = 
@ 3-1827231-6 440 0.5mm 12mm 34M1957 = Plug, Surface Mount, 5046 Series, 4.0 mm Mated Height 
PIM_134465 @ 145046080640829+ 80 0.5mm 2 4.7mm 96M9285 = 
@ 145046120640829+ 120 0.5mm 2 4.7mm 96M9301 == 
TE CONNECTIVITY’S AMP 1.00mm FH (IEEE 1386) PC Plug, Surface Mount, 5046 Series. 4.5 mm Metee Height 4 aaa 
BOARD TO BOARD STACKING CONNECTORS © 145046030685029+ a soll = 
@ 145046080645829+ 80 0.5mm 2 4.7mm 96M9286 = 
POET Plug, Surface Mount, 5047 Series, 7.0 mm Mated Height 
RoHS @ 145047020970856+ 20 0.5mm 2 4.4mm 96M9303 = 
Geasinpian @ 145047030970856+ 30 0.5mm 2 4.4mm | 96M9305 = 
@ 145047060970856+ 60 0.5mm 2 4.4mm 96M9311 aes 
Plug, Surface Mount, 5087 Series, 2.0 mm Mated Height 
—— Z ®@ 145087030920829+ 30 0.5mm 2 5mm 96M9339 = 
MEZZANINE Cha CONNECTOR Plug, Surface Mount, 5087 Series, 2.5 mm Mated Height 
3 @ 145087060925829+ 60 0.5mm 2 5mm 78M4145 mes 
Receptacle, Surface Mount, 5046 Series 
@ 245046020600829+ 20 0.5mm 2 4.7mm 96M9365 = 
@ 245046050600829+ 50 0.5mm 2 4.7mm 96M9368 = 
@ 245046060600829+ 60 0.5mm 2 4.7mm 96M9369 = 
@ 245046080600829+ 80 0.5mm 2 4.7mm 96M9371 aa 
@ 245046100600829+ 100 0.5mm 2 4.7mm 96M9373 == 
© Current Rating: 1.0A per contact © Durability: tested to 100 mating cycles min. @ 245046120600829+ 420 0.5mm 2 4.7mm 96M9375 as 
© Contact Resistance: 30 milliohms max. R tacle. Surface Mount, 5047 Seri 
High density packaging on 1.0 [.039] centerline spacing, available in standard 64-position and optional Sce Plage Sunace Mount, Snes: 
84-position sizes, board stacking heights available from 8mm [.315”] to 15mm [.591”]. Tape and reel packaged @ 245047100400856+ 100 0.5mm 2 4.4mm 969384 oe 
per EIA standards, increased plastic clearance eliminates stress to solder joints during mating, improved Receptacle, Surface Mount, 5087 Series 
locating posts ensure accurate hand or robotic placement. Contact material-phosphor bronze,housing material- 
thermoplastic, dual rows. Meets EIA-700 AAAB specifications for IEEE 1386 applications. @ 245087020907829+ a 0.5mm 5.5r0mn SG MA00 — 
@ 245087030907829+ 30 0.5mm 5.5mm 96M9401 = 
Tape & 
No. of Row Reel PIM_113835 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-899+ 
Pug Suttses oui Det st enn Sleek eign BERGSTAK® HIGH-DENSITY, 0.8mm PITCH MEZZANINE Amphenol 
@ 5120527-1 64 1mm 2 3.3mm 42K8675 6.93 SMT CONNECTORS . 
1-146888-1 64 1mm 2 3.3mm 37M1301 10.08 FCi 
Plug, Surface Mount, 8 mm Stack Height Sebi = 
/ompliant 
@ 5120525-1 64 1mm 2 3.3mm 42K6998 = ‘Available 
1-146897-1 64 1mm 2 3.3mm 16R8275 7.20 ° a 
Plug, Surface Mount, 9/ 11 / 14 mm Stack Height AW G 
1-120533-1 64 1mm 2 3.3mm 16R8138 8.97 
Receptacle, Surface Mount, 11 / 12 mm Stack Height ~ 
2007042-2 64 1mm 2 3.6mm 65R5002 8.31 
Receptacle, Surface Mount, 13 mm Stack Height 
@ 5120523-1 64 1mm 2 3.6mm 42K6996 7.01 
2007042-3 64 1mm 2 3.6mm 73R4472 17.88 
Receptacle, Surface Mount, 14/ 15 mm Stack Height Amphenol FCI’s compact BergStak® 0.8mm pitch connector series offers an extensive range of stack heights 
@ 5120524-1 64 ‘imm 2 3.6mm 42K6997 4.28 and circuit sizes to support a wide range of mezzanine, boardstacking applications. The available stack heights 
2007042-4 64 1mm 2 3.6mm 73R4473 17.58 range from 5mm to 16mm in increments of 1mm. Options for wider board spacing can provide clearance for taller 
; board-mounted components or increased air flow for cooling. Connector polarization at the mating interface 
Receptacle, Surface Mount, 8/9/10 mm Stack Height and ample-lead-in angles produce easy, repeatable mating. All connectors in the BergStak® 0.8 product family 
@5120521-1 64 ‘imm 2 3.6mm 42K6995 = feature a robust blade-on-beam contact design at the mating interface and surface-mount termination at the 
PIM 79278 PCB interface. 


0.5 mm PITCH BOARD-TO-BOARD 
CONNECTORS 


D:N/)\(NTERONNECT 


‘A KYOCERA GROUP COMPANY 


RoHS 
Compliant 
Available 


© Contact Material: Copper alloy 

@ Insulator Material: Heat resistance plastic 
Series 5046/5047/5087 are the Super Microleaf connector series, board to board, fine pitch and low-profile 
connector system that meets the need for high-density circuits in the market, and it is designed especially for 
portable equipment. The stack height between boards can range from 2.0mm to 7.0mm. ELCO’s original design 
concept of receptacle contact achieves fine click feeling at mating and extremely high reliability in the connection 
of these super micro sized connectors. Designed for automatic mounting machine, packaged in tape and reel. 


© Operating Temperature Range: -25 to +85°C. 


No. of Row [_Tape Cut_ 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-49+ 
Plug, Surface Mount, 5046 Series, 3.0 mm Mated Height 
®@ 145046030630829+ 30 0.5mm 2 4.7mm 96M9263 = 
@ 145046060630829+ 60 0.5mm 2 4.7mm 96M9275 — 
@ 145046070630829+ 70 0.5mm 2 4.7mm 96M9279 — 
> CONTINUED > 
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No. of Row Price Each 

Mfg. Part No. Contacts Pitch Rows Pitch StockNo. | 1-9+ _ 
Plug, Surface Mount, 4.7 mm Height 
@ 61083-081402LF 80 0.8mm 2 2.4mm 62K6467 7.73 
@ 61083-141402LF 140 0.8mm 2 2.4mm 06M1544 4.01 
Plug, Surface Mount, 5.7 mm Height 
@ 61083-082402LF 80 0.8mm 2.4mm 06M1523 5.67 
@ 61083-102402LF 100 0.8mm 4.4mm 43K4465 1.42 
Plug, Surface Mount, 7.7 mm Height 
@ 61083-084402LF 80 0.8mm 2 2.4mm 06M1529 5.80 
@ 61083-084602LF 80 0.8mm 2 2.4mm 06M1530 5.13 
Plug, Surface Mount, 7.7 mm Height, Gold Plated over Nickel 
@ 61083-044402LF 40 0.8mm 2 2.4mm 06M1508 0.46 
Receptacle, Surface Mount, 3.7 mm Height 
@ 61082-061402LF 60 0.8mm 2 2.4mm 53K1442 7.29 
@ 61082-121402LF 120 0.8mm 2 2.4mm 01M3574 1.54 
@ 61082-081402LF 80 0.8mm 2 4.4mm 06M1467 es 
@ 61082-101402LF 100 0.8mm 2 4.4mm 43K4460 9.31 

> CONTINUED > 
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CONNECTORS & ACCESSORIES 
PC BOARD STACKING CONNECTORS 


BERGSTAK® HIGH-DENSITY, 0.8mm PITCH MEZZANINE SMT 
CONNECTORS (CONT.) 


No. of Row Price Each 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-9+ 
Receptacle, Surface Mount, 3.7 mm Height with Metal Cap 
@ 61082-081400LF 80 0.8mm 2 2.4mm 06M1466 5.55 
@ 61082-101400LF 100 0.8mm 2 2.4mm 93K4726 5.95 
@ 61082-121400LF 120 0.8mm 2 2.4mm 06M1482 3.74 
Receptacle, Surface Mount, 7.7 mm Height 
@ 61082-042402LF 40 0.8mm 2 2.4mm 62K6461 0.95 
@ 61082-082402LF 80 0.8mm 2 2.4mm 061469 6.06 
@ 61082-142402LF 140 0.8mm 2 2.4mm 061491 9.95 
@ 61082-102402LF 100 0.8mm 2 4.4mm 43K4461 6.97 
PIM_116191 
PC/104 BUS CONNECTORS HARWIN 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


CONNECTORS FOR PC/104 EMBEDDED SYSTEMS 


APPLICATIONS 


RoHS _ 
Compliant 
Available 


Through Hole 3.2mm Tail Through Hole 12mm Tail 
@ Standard PC/104 Pin-and-socket connectors @ Simple contact design to accommodate many 
@ Rugged and reliable 64- and 40-contact male/ standoff heights. 


female headers @ Available in solder tail 


New 3M™ connectors for embedded standards (ATCA and Micro TCA) complement our 2mm Hard Metric, 
Compact PC! and UHM backplane connector product families, giving us a full portfolio of options for your high- 
speed, high-performance requirements. This addition includes MicroTCA signal and power connectors, ATCA 
power connectors, CompactPCI® power connectors, Hard Metric Power connectors, PC/104 connectors, and 


Gee tinoiat PC/104 Plus connectors. 
Available ; 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Non-Stackthrough Receptacle - Through Hole - 12.0 mm Stackthrough Tail 
@ 4P01-2D02-DA 40 2.54mm 5277354 9.83 
peed @ 4P02-2D02-DA 64 2.54mm 5217356 9.73 
© 32+32 way supports and 8-bit system © Contact finish: Gold 7 = Fi 
@ 20+20 ways combined with 32+32 ways supports | @ Temperature range: -55°C to 105°C Receptacle - Through Hole - 3.2 mm PC Tail 
a 16-bit system © Current rating solder tail: 3 A @ 4P01-2A02-DA 40 2.54mm 2 5277353 4.28 
© Body material: Thermoplastic © Current rating press fit: 1A @ 4P02-2A02-DA 64 2.54mm 2 5277355 7.28 
No. of Price Each PIM_197385 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Receptacle - Press Fit - 12.1 mm Stackthrough Tails 
P 7 0.50mm (0.020”) QSH AND QTH SERIES HIGH SPEED — 
@ M20-6152005 40 2.54mm 2 55K6973 = STACKING CONNECTORS TH 
Receptacle - Through Hole - 12.2 mm Stackthrough Tails a 
@ M20-6102045 40 2.54mm 2 03M3402 6.06 Gee tinoiat 
@ M20-6103245 64 2.54mm 2 03M3403 8.90 pvalette 
Receptacle - Through Hole - 2.3 mm PC Tails 
@ M20-6112045 40 2.54mm 2 03M3404 5.43 
PIM_90465 
QSH Receptacl QTH Header 
AMPMODU PC/104 : sas vo ae 
CONNECTORS High speed surface mount headers and receptacles feature black liquid crystal polymer housing with gold plated 
phosphor bronze contacts. Current rating: 1A @ 30°C, Ground Plane 7.8A @ 30°C. Operating temperature 
range -55°C to +125°C. Rated 100 mating cycles and 225 VA when mated with 5mm stack height. Supports 
AUTHORIZES DETRRUTOR Hypertransport, XAUI, PCI Express®, SATA, and Infiniband protocols. 
RoHS _ No. of Row Price Each 
comet Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-9+ 
Header, Surface Mount, 16 mm Mated Height 
@ QTH-090-04-L-D-A 180 0.5mm 2 3.9mm 11P6114 cs 
Header, Surface Mount, 5 mm Mated Height 
@ QTH-030-01-L-D-A 60 0.5mm 2 3.9mm 65K8660 eS 
@ QTH-060-01-L-D-A 120 0.5mm 2 3.9mm 11P6110 18.39 
© Press fit design eliminates hand soldering © Integral board spacers with captive hardware @ QTH-090-01-L-D-A 180 0.5mm 2 3.9mm 64M1417 = 
© Unitized PC/104 connector assembly eliminates © Flat-rock insertable @ QTH-150-01-L-D-A 300 0.5mm 2 3.9mm 11P6119 32.17 
two piece (64-pin and 40-pin) configuration - 
PC/104 and PC/104 Plus series connectors eliminates need for two pieces and wih optional standoffs, Header, Surface Mount, 8 mm Mated Height 
minimizes system assembly time. Nominal resistance: 10 milliohms. Dielectric withstanding voltage: 500VAC. @ QTH-090-02-L-D-A 180 0.5mm 2 3.9mm 11P6112 18.98 
for 1 min. at sea level. Temperature: -55°C to 105°C. Housing material: Black thermoplastic, UL 94V-0. Receptacle, Surface Mount, 5 mm Mated Height 
No. of |PriceEach = @ QSH-030-01-L-D-A 60 0.5mm 2 381mm | 19M9181 | 17.18 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-4+ @ QSH-060-01-L-D-A 420 0.5mm 3.81mm 81H3791 13.01 
Receptacle - Press Fit - 12.27 mm Stackthrough Tails @ QSH-150-01-L-D-A 300 0.5mm 3.81mm 11P6089 31.57 
@ 1375795-2 104 2.54mm 4 8408887 28.65 
PIM_136045 
@ 1375799-1 120 2mm 4 8109684 12.24 
Receptacle - Press Fit - 12.27 mm Stackthrough Tails, 2 Standoffs 
0.80mm (0.032”) QSE AND QTE SERIES HIGH SPEED —_—_—_ —_— 
@ 1375793-2 104 2.54mm 4 11H3141 25.57 STACKING CONNECTORS Sami ec 
Receptacle - Press Fit - 12.27 mm Stackthrough Tails, Keyed — 
@ 1375795-1 102 2.54mm 4 92C3718 27.75 Gop tinnian 
Receptacle - Press Fit - 3.03 mm PC Tails Available 
@ 1375796-4 104 2.54mm 4 16M2714 16.11 
Receptacle - Press Fit - 3.03 mm PC Tails, Keyed 
@ 1375796-3 102 2.54mm 4 16M2713 19.89 
Price Each 
|——_—_—_ QSE Receptacle QTE Header 
Mfg. Part No. sipckiNo! ua High speed surface mount headers and receptacles feature black liquid crystal polymer housing with gold plated 
@ 1445251-1 114543 3.77 phosphor bronze contacts. Current rating: 2A @ 80°C Ground Plane 9.5A @ 80°C . Operating temperature 
PIM_84546 range -55°C to +125°C. Rated 100 mating cycles and 225 VA when mated with 5mm stack height QSE. 
Supports XAUI, PCI Express®, SATA, MGT (Rocket I/O), and Infiniband protocols. 
No. of Row Price Each 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-9+ 
Header, Surface Mount, 11 mm Mated Height 
@ QTE-020-03-L-D-A 40 0.8mm 2 3.94mm 11P6091 = 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


PC BOARD STACKING CONNECTORS 


0.80mm (0.032”) QSE AND QTE SERIES HIGH SPEED STACKING TE CONNECTIVITY’S AMP EUROCARD TYPE R VERTICAL 
” = 
CONNECTORS (CONT.) PIN AND a = TE 
naar Rau Price Each RIGHT-ANGLE connectivity 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-9+ RECEPTACLE AUTHORIZED DISTRIBUTOR 
Header, Surface Mount, 16 mm Mated Height ASSEMBLIES 
@ QTE-060-04-L-D-A 120 | 0.8mm 2 3.94mm 11P6099 23.84 Gee sinpian 
Header, Surface Mount, 5 mm Mated Height Available 
@ QTE-020-01-L-D-A 40 0.8mm 2 3.94mm 54K4181 == AL G 
@ QTE-040-01-L-D-A 80 Oamm_| 2 | 394mm _[aIARGOSS a ator © 0.100" x 0.100" (2.54 x 2.54) Pin and Receptacle © Voltage Rating: 250VAC 
7 .100" x 0. 54 x 2: in and Receptacle oltage Rating: 
Header, Surface Mount, 8 mm Mated Height Connector Assemblies ® Dielectric Rating: 1000VAC 
@ QTE-020-02-L-D-A 40 0.8mm 2 3.94mm 11P6090 10.81 @ Meet DIN 41612 (Level Il) and IEC 603-2 © Temperature Rating: -55°C to +125°C 
@ QTE-060-02-L-D-A 120 0.8mm 2 3.94mm 41P6097 17.18 Requirements @ UL Recognized, CSA Certified 
7 Type R vertical pin assemblies feature brass solder posts or 0.025” (0.64) square phosphor bronze Action Pin® 
Receptacle, Surface Mount, 5 mm Mated Height solderless, press-fit posts for PC board thicknesses of 0.093” (2.36) and above. Easily installed with seating 
@ QSE-020-01-L-D-A 40 0.8mm 2 3.7mm 54K4182 _ tools, go online or call. Type R right-angle receptacle assemblies feature phosphor bronze solder posts. Flame 
@ QSE-040-01-L-D-A 80 0.8mm 2 3.7mm 41P6084 ae retardant, gray polyester polarized housings, rated UL94V-0. Intermateable with type C assemblies, go online 
© QSE-060-01-L-D-A 120 08mm | 2 3.7mm | 80KB259 = eee 
PIM_136042 Rows Mating brice|Eachi 


Mfg. PartNo. | Contacts Loaded Pitch Rows | Cycles | Stock No. 1-24+ 
Plug, Vertical, 0.130” Post Length 


TE CONNECTIVITY’S AMP EUROCARD TYPE C RIGHT- 


—— @ 5650933-5 64 atc 2.54 mm 3 400 42K7361 5.64 
ANGLE PIN AND VERTICAL RECEPTACLE ASSEMBLIES [Poa y= eae 96 | atbee | 254mm 131 400 ina 
aes @ 5050922-5 150 atb+c | 254mm | 3 400 | 73K1687 3.77 
geen ae ree Plug, Vertical, 0.180” Post Length 
whl jill li ag GeBicrpian © 5650477-5 48 | atb+c | 254mm | 3 400 | 19R2956 = 
\VAALLAL Whibbeehhnn Available 650934-5 64 atc | 254mm | 3 400 | 93F5074 | 4.99 
«! A Ge 5504705 96 atb+c | 254mm | 3 400 | 42k7348 | 6.50 
Receptacle, Right Angle, 0.110” Post Length 
© 0.100" x 0.100” (2.54 x 2.54) Pin and Receptacle _-Press-Fit Action Pin® @ 55508035 a8 dl a os CEES || Ac 
Connector Assemblies © Voltage Rating: 250VAC @ 5650870-4 64 ate 2.54 mm 3 400 16M4017 3.96 
@ Meet DIN 41612 (Level Il) and IEC 603-2 © Dielectric Rating: 1000VAC @ 5650461-4 96 atbt+c | 2.54mm 3 400 16M3307 8.10 
Requirements @ Temperature Rating: -55°C to +125°C 
@ Type C Vertical Assemblies Feature Solderless, @ UL Recognized, CSA Certified @ 56504615 7 anbee| 2208 mn 3 gall HOSTR Sil 
Type C right-angle pin assemblies feature brass solder posts with or without brass boardlocks. Easily installed @ 5650874-5 120 atb+c | 254mm 3 400 68K9600 at 
with seating tools, ordered separately. Flame retardant, grey polyester polarized housings, rated UL94V-0. Receptacle, Right Angle, 0.167” Post Length 
Intermateable with type R assemblies, ordered separately. © 5650462-5 96 atb+c | 254mm 3 400 19R2953 2.50 
Rows Mating Price Each PIM_8052 
Mfg. PartNo. | Contacts Loaded Pitch Rows | Cycles | Stock No. 1-24+ 
Plug, Housing 
© 166467-1 96 atbte | 254mm] 3 400 1003149 | 15.81 COIRECIRRS MOUNT ; . Amphenol 
Plug, Right Angle, 0.104” Post Length ue FCi 
@ 5650478-5 48 atb+c | 2.54mm 3 400 42K7350 2.92 RoHS 
@ 5650916-5 48 atb+c | 2.54mm 3 400 42K7359 2.09 ee ° epiinpian 
@ 5650945-5 64 atc 2.54 mm 3 400 42K7363 0.93 
@ 5650473-5 96 a+b+c | 254mm 3 400 42K7349 7.01 m 
@ 5650913-5 96 atb+c | 254mm 3 400 42K7358 = — » 
@ 5536010-5 96 atb+c | 2.54mm 3 400 42K7263 9.35 “4 
@ 5536416-5 96 atb+c | 2.54mm 3 400 42K7275 5.22 4 
@ 5650906-5 120 a+bte | 254mm 3 400 42K7355 9.97 Applications: © Private switching 
Plug, Right Angle, 0.114” Post Length © Consumer electronics © Telecommunication 
© 215605-4 9 | atbto | 254mm] 3 400 | 52F5145 | 11.83 ® Office equipment ® Public switching 
= 5 © Industrial electronics © Datacom 
Plug, Right Angle, 0.130” Post Length © Data 
@ 5650951-5 64 atc 2.54 mm 2 400 42K7365 5.29 DIN selection proven standard connectors, such as signal solder to board, press-fit and power connectors. 
@ 5650947-5 96 atbt+c | 254mm 3 400 42K7364 71 Insulator material is polyester thermoplastic UL 94 V0. Contacts are copper alloy with gold over nickel on 
© 5536405-5 96 arbre. [254mm 3 700 19R2609 Wi contact area and matte tin over nickel on termination area. Temperature range : -55° C to +125° C. 
Plug, Right Angle, 0.180” Post Length Rows | _ Mating HericelEachy 
© 5148116-5 96 atbte | 254mm 3 400 03M3063 Mfg. Part No. Contacts | Loaded Pitch | Rows | Cycles | Stock No. 1-9+ 
Receptacle, Housing Header, Type B, Right Angle 
© 926040-2 : 48 ath He, | 254mm 3 400 88F5032 476 @ 86092645113755E1LF 64 a+b | 254mm 2 400 71K0070 2.11 
Receptacle, Vertical, 0.098” Post Length Header, Type C, Right Angle 
© 5650458-5 6 ate | 254mm | 9 400 | 40P9819 | 3.82 Se SONAOA TITS THOELE | ate [254mm | 3 | 400 _(RSSKUs0Ss amon 
650458-5 64 atc 2.54 mm 3 400 34B1319 3.52 © Go0ss90/ 1157 59ELF = ane : = ales sual 
Receptacle, Vertical, 0.130” Post Length Header, Type C, Right Angle Press Fit 
© 5535070-5 8 aebee | 254mm 3 400 73K 1662 AEE @ 86094647194755E1LF 64 atc | 2.54mm 3 400 66K0032 5.26 
© 5535070-4 48 atbte | 254mm 3 400 40P9762 BNG @ 86093967194755E1LF 96 a+b+c | 254mm 3 400 63K0456 7.42 
@ 5650956-5 64 atc | 254mm | 3 400 | 50P9507 3.67 Header, Type C/2, Right Angle 
© 5535090-4 6 a+b +e. | 254 mm 3 400 73K1664 431 @ 86094327313755ELF 32 atc | 2.54mm 3 400 06M2294 = 
© 5535090-5 6 a+b 4G Te fm 3 400 73K1665 AS @ 86093487313755ELF 48 a+b+c | 254mm 3 400 05R9520 1.25 
Receptacle, Vertical, 0.180” Post Length Header, Type Q, Vertical 
© 5650408-5 64 ate 2.54 mm 3 400 73K1684 2.36 @ 86092645814755E1LF 64 a+b | 254mm 2 400 63K0381 2.75 
© 5535043-4 96 atb+c | 254mm | 3 400 | 73K1659 641 Header, Type R, Vertical 
© 5535043-5 96 aebte | 254mm 3 400 73K1660 660 @ 86094647814755ELF 64 atc | 2.54mm 3 400 05R9525 = 
Receptacle, Vertical, 0.190” Post Length SISOOSSOO/B 4 TS5EEF a arbec | eotmn|"s 400_USRES22 0182 
© 5535034-5 B aebee| O54 3 700 7619554 i Header, Type R, Vertical Press Fit 
© 5535032-4 96 atb+e | 254mm 3 400 71K0049 632 @ 86093967894755E1LF 96 a+b+c | 254mm 3 400 63K0466 4.34 
Receptacle, Vertical, 0.512” Post Length Header, Type R/2, Vertical 
© 1-148057-5 06 atbte.| 254mm 3 400 3383154 3.25 @ 86094327614755ELF 32 atc | 2.54mm 3 400 05R9523 1.49 
: : @ 86093487614755ELF 48 at+b+c | 254mm 3 400 05R9521 Bee) 
PIM_8051 
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CONNECTORS & ACCESSORIES 


DIN 41612 CONNECTORS 


DIN 41612 BOARD MOUNT 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


har-bus® 64 VME64 EXTENSION CONNECTOR SYSTEM (CONT.) 


CONNECTORS (CONT.) For Use Price Each 
Rows Mating Price Each Mfg. Part No. Type : With Stock No.|  1-1-9+ 
Mfg. Part No. Contacts | Loaded | Pitch | Rows | Cycles | Stock No. 1-9+ @ 02440000001] Shroud | har-bus A® 64 VME64 Extension Connector System | 40K1706 5.45 
Plug, Type C, Right Angle @ 02440000002 | Pin Shroud DIN 41612 Connectors 40K1707 5.45 
@ 86093967113755E1LF 96 at+b+c | 254mm 3 400 93K5378 5.94 @ 02440000007} Shroud DIN 41612 Connectors 40K1708 5.45 
@ 86093967113765E1LF 96 atb+c | 2.54mm 3 500 93K5379 = PIM 8472 
Receptacle, Type C, Vertical 
@ 86094648114755V1LF 64 atc | 2.54mm 3 400 99K1012 2.50 Cc 
© 86093068114755VILF | 96 |atb+c] 254mm] 3 | 400 | 99Kto09 = eet 
Receptacle, Type C, Vertical Press Fit Contact Contact AWG AWG | Price Each 
© 86094648194755E3LF 64 are 2.54 mm 3 400 63K0522 A714 Mfg. Part Na; Material Plating Min Max Stock No. 1-9+ 
@ 86093968194755E3LF 96 [atb+c|254mm| 3 | 400 | 63K0473 we Socket, Crimp, 
Receptacle, Type R, Right Angle @ 02050002513 Copper Gold Plated Contacts | 28 AWG | 20AWG | 05R9322 0.92 
© 860946488 13755V1LF 64 atb | 254mm 3 400 63K0526 175 @ 02050001513 | Copper Alloy | Gold Plated Contacts | 28 AWG | 20AWG | 15R3275 0.34 
Receptacle, Type R, Right Angle Press Fit Be 
@ 86093968894755E3LF 96 | at+b+c | 254mm 3 400 63K0480 8.67 
Receptacle, Type R/2, Right Angle Card Edge & Backplane 
@ 86094328613755E1LF | 32 atc [254mm] 3 | 400 | 05R9524 | 3.49 No. of Row Price Each 
@ 86093488613755E1LF 48 at+btc |} 254mm 3 400 63K0417 4.20 Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-9+ 
PIM_115842 Backplane, Receptacle, Press Fit 
@ 02021602301 160 2.54mm 5 | 2.54mm 40K1709 31.48 
DIN 41612 IDC CABLE CONNECTORS WITH COVERS Amphenol  —2=Ahlane: Receptacle, Through Hole 
= @ 02041601101 160 2.54mm 5 | 2.54mm 79K4437 72.46 
FC | PIM_5511639 
Spire ; 
Compliant 
Available DIN 41612 SIGNAL CONNECTORS UP TO 2 AMPS pay 


IDC connectors including covers. Applications include communication, data, instrumentation and medical 
markets. 


Price Each 
Stock No. 1-9+ 


Rows Mating 
Mfg. Part No. Contacts | Loaded | Pitch | Rows | Cycles 
Receptacle, 26 - 24 AWG 
@ BPS8B09FLD2C0Z1LF 9 
@ BPS8B21FLD2C0Z1LF 21 
@ BPS8B96FLD2C0Z1LF 96 
Receptacle, 30 - 28 AWG 
@ BPS8B09FLDOCOZ1LF 9 


@ BPS8B21FLDOCOZ1LF 21 


2.54 mm 3 400 
2.54 mm 3 400 
2.54 mm 3 400 


atbt+c 
at+btc 
atbtc 


74K4802 1.24 
68K2132 1.95 
05R9515 4.54 


2.54 mm 3 400 
2.54 mm 3 400 


atbt+c 
atbt+c 


05R9512 1.28 
05R9513 1.86 


@BPSSB96FLDOCOZILF | 96 |atb+c}|254mm] 3 | 400 | 05R9514 8.19 
PIM_147152 
har-bus® 64 VME64 EXTENSION CONNECTOR SYSTEM pees 


RoHS _ 
Compliant 
Available 


Male Right-Angle 


Crimp Body 
har-bus® 64 connectors are in accordance to IEC 61 076-4-113 and are 100% backward-compatible to existing 


Eurocard systems and connectors. All versions have 160 contacts. The addition of rows z and d provide 35 
more signal ground return, +3.3V power, +48V power and 6-slot geographical addressing pins. Contact spacing: 
0.1” (2.54). Working current: 2A maximum. 
Rows Mating Price Each 

Mfg. PartNo. | Contacts Loaded Pitch | Rows | Cycles | Stock No. 1-9+ 
Header, Perf. Level 1, Tail Length 2.9mm, 50u” Gold and SnPb Plating 

02011601105 160 ztat+btctd | 2.54mm 5 500 65R4542 71.22 
Header, Perf. Level 1, Tail Length 2.9mm, 50u” Gold and SnPb Plating, With Clip 

02011601106 160 ztat+btct+d | 254mm 5 500 86R4527 73.18 
Plug, Perf. Level 2, Tail Length 2.9mm 
@ 02011602101 160 ztat+btct+d | 254mm 5 400 79K4439 27.58 
Receptacle, Crimp Body, Type C 
@ 02050000003 160 atb+ctd+e | 254mm 5 250 71P5422 15.28 
@ 02050000004 160 ztat+btct+d | 254mm 5 250 51P1496 15.28 
Receptacle, Crimp Body, Type R 
@ 02050000005 160 atb+ctd+e | 254mm 5 250 27R1447 13.86 
Receptacle, Perf. Level 2, Tail Length 4.5/5mm 
@ 02021602201 160 ztat+btctd | 254mm 5 250 79K4440 21.24 
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RoHS _ 

Compliant 

Available 
Wig 


Type B Male Type 2B Female 
@ IEC 60 603-2 © Contacts copper alloy 
®@ Maximum 96 contacts ® Optional snap in clips 
© Standard and inverse versions © Temperature range -55 C to +125 C 
@ 2.54mm (0.100") contact spacing © Performance level 2 = 400 mating cycles 
@ Moldings thermoplastic resin, glass fiber filled, © Current rating 2A (IDC versions 1A) 


UL 94 V-0 © Current rating for type M (mixed) up to 40A 


Male and female connectors available in many termination styles: straight and right angle solder pins for printed 
circuits, solder lugs for discrete wiring, press-in for backplanes, wrap posts for automatic wiring, and crimp 
contacts (ordered separately). 2.54mm (0.100") contact spacing. Order housings, contacts, and accessories 
separately. 
Rows Mating Price Each 
Mfg. Part No. Contacts | Loaded Pitch Rows | Cycles | Stock No. 1-9+ 
Plug, Type 2B, Right Angle Solder Pins, 3.00mm 
@ 09221326921 32 atb 2.54 mm 2 400 9306953 4.22 
Plug, Type 2C, Right Angle Solder Pins, 3.0mm 
@ 09231326921 32 atc 2.54 mm 2 400 79K4466 3.65 
@ 09231486921 48 at+b+c | 2.54mm 3 400 2301623 4.14 
Plug, Type B, Right Angle Solder Pins, 3.00mm 
@ 09021646921 64 atb | 254mm | 2 400 96F2672 3.58 
Plug, Type C, Right Angle Solder Pins, 3.0mm 
@ 09031646921 64 atc 2.54 mm 2 400 79K4451 1.42 
@ 09031966921 96 at+tb+c | 2.54mm 3 400 96F2677 4.80 
Plug, Type C, Right Angle Solder Pins, 3.0mm, Performance Level 4 
@ 09031962921 96 atb+c | 2.54mm 3 500 89C0090 2.58 
Plug, Type C, Right Angle Solder Pins, 3.0mm, With Snap-In Clips 
@ 09033966921 96 at+tb+c | 2.54mm 3 400 83F8407 4.34 
Plug, Type C, Right Angle Solder Pins With 2 Leading Contacts 
@ 09031966951 96 atb+c | 2.54mm 3 400 9305401 4.74 
Plug, Type C, Straight Solder Pins, 3.0mm 
@ 09031966922 96 atb+c | 2.54mm 3 400 96F2679 5.36 
Plug, Type M, Right Angle Solder Pins, 3.0mm 
@ 09031426901 48 at+tb+c | 2.54mm 3 400 96F2658 10.47 
@ 09031606901 64 atb+c | 2.54mm 3 400 79K4450 10.94 
Plug, Type R, Straight Solder Pins, 4.0mm 
@ 09731966903 96 at+b+c | 2.54mm 3 400 96F2641 8.78 
Receptacle, Type 2B, Straight Solder Pins, 4.5mm 
@ 09222326825 32 atb 2.54 mm 2 400 1407573 4.95 
Receptacle, Type 2C, For Straight Crimp Contacts (ordered separately) 
@ 09230483214 48 atb+c | 2.54mm 3 400 2274982 8.15 
Receptacle, Type 2C, Straight Solder Pins, 4.5mm 
@ 09232486825 48 at+b+c | 2.54mm 2 400 39C3353 3.86 
Receptacle, Type 2R, For Straight Crimp Contacts (ordered separately) 
@ 09230483217 48 atb+c | 2.54mm 3 400 2475874 5.76 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


CONNECTORS & ACCESSORIES 


DIN 41612 CONNECTORS 


DIN 41612 SIGNAL CONNECTORS UP TO 2 AMPS (CONT.) DIN 41612 CONNECTORS UP TO 6 AMPS (CONT.) 
Rows Mating Price Each Rows Mating Price Each 
Mfg. Part No. Contacts | Loaded Pitch Rows | Cycles | Stock No. 1-9+ Mfg. Part No. Contacts | Loaded Pitch Rows | Cycles | Stock No. 1-9+ 
Receptacle, Type B, For Insulation Displacement Receptacle, Straight Solder Pins, 4.50 mm 
@ 09022646828 64 atb 2.54 mm 2 400 79K4449 14.83 @ 09042326831 32 atc 5.08 mm 2 400 79K4458 = 
Receptacle, Type B, Straight Solder Pins, 4.5mm @ 09052486831 48 atcte | 5.08mm 3 400 39C3397 12.91 
@ 09022646825 64 atb 2.54 mm 2 400 79K4448 -— @ 09062486835 48 z+b+d | 5.08mm 3 400 79K4463 4.05 
Receptacle, Type B, Straight Wrap posts, 13.0mm Receptacle, Straight Solder Pins, Low Profile, 3.70 mm 
@ 09022646821 64 a+b 2.54 mm 2 400 79K4447 9.98 @ 09062486833 48 z+b+d | 5.08mm 3 400 9305904 = 
Receptacle, Type C, For Insulation Displacment To Flat Cable Receptacle, Straight Solder Pins, Low Profile, 4.50 mm 
@ 09032646828 64 atc 2.54 mm 2 400 79K4455 14.92 @ 09062486834 48 z+b+d | 5.08mm 3 400 94B7701 9.32 
Receptacle, Type C, For Straight Crimp Contacts (ordered separately) Receptacle, Straight Wrap Posts, 20.00 mm 
@ 09030963214 96 at+b+c | 254mm 3 400 40K1722 8.70 @ 09042326821 32 atc 5.08 mm 2 400 40K1725 10.72 
Receptacle, Type C, Straight Crimp Solder Lug PIM_8486 
@ 09032966823 96 at+btc | 2.54mm 3 400 99B2237 28 
Receptacle, Type C, Straight Press-In Pins, 13.0mm 
, : , ® 
aw o0g786e07) 6 eae SA an 7 400] semte77 ) 49.44 TYPE H DIN 41612 CONNECTORS UP TO 15 AMPS es 
© 09032966861 96 atbtc | 254mm | 3 400 | 93C5458 9.57 HARTING 
Receptacle, Type C, Straight Press-In Pins, 13.2mm 
@ 09032966851 96 atb+c | 254mm 3 400 2701379 10.58 folis 
‘ol 
Receptacle, Type C, Straight Press-In Pins, 4.5mm Gee sinpian 
© 09032966850 96 at+btc | 254mm | 3 400 | 79Kk4442 3.42 _— a wee 
Receptacle, Type C, Straight Solder Pins, 2.9mm \ al _ Type H Female AY G 
@ 09032646824 64 at+b+c | 254mm 2 400 13C2731 3.47 Type H Male 
@ 09032966824 96 atb+c | 2.54mm 3 400 1302732 4.75 © IEC 60 603-2 © Contacts: copper alloy 
R Te, Tyoe C. Straight Si ing @ Maximum 15 contacts © Temperature range -55 C to +125 C 
eceptacle, Type C, Straight Solder Pins, 4.5mm @ Board mount angled and straight @ Performance level 1 = 500 mating cycles 
@ 09032646825 64 atc 2.54 mm 2 400 83F8408 3.29 © Cable mount faston © Current rating 15A 
@ 09032966825 96 atb+c | 254mm 3 400 80K6208 4.36 © Moldings: thermoplastic resin, glass fiber filled, © Order housings, and accessories separately 
———— ET OO—E—EO—E—E— EEE UL 94 V-0 li | 
Receptacle, Type C, Straight Solder Pins, 4.5mm, With Snap-In Clips aaa . 
© 09034966825 96 | atb+c | 254mm] 3 | 400 | 9305490 | 5.40 ects. reside teal seme lle ing feet 
: ; b -O+ 
“Receptacle, Type C, Straight Wrap Posts, 13.0mm hie 
© 09032646821 64 ate | 254mm | 2 400 | 39¢9881 9.94 APEC ANTES 9 AM Tale ESOSU TYPE 
; = @ 09062032911 3 we | 5.08 mm 1 500 51M9270 7.04 
Receptacle, Type M, Straight Solder Pins, 4.5mm Header, Straight, Faston. Tyoe H 
© 09032246805 32 atb+c | 2.54mm 3 400 93B3005 9.35 > coos r sare — om _ = I aan a0 9305712 
ecooazgnesos_| _% _f athtc | im} 3) ee Plug, Angled, 3 mm Tall Length, Type H, For 0.083" (18) PC Beard = 
© 09032606805 64 | atb+c | 254mm | 3 400 | 79K4454 | 10.49 ug, Angled 2 nim rat =engh type ™ for” 6} RC:Boan 
7 : @ 09061152911 15 z+d 5.08 mm 2 500 79K4459 11.50 
Receptacle, Type M-Flat, Straight Press-In Pins, 4.5mm Plug Angled, 3 Tail Lenath, Tye H (First Mating Contact Position 232 
© 09032246830 32. | atcte | 254mm | 3 400 | 05H7263 ] 9.90 was Aalto Sannn Tall Monae, Tipe Ht (ress Matiny Gontacs Position 232) 
ri 7 @ 09061152932 15 z+d 5.08 mm 2 500 79K4460 = 
Receptacle, Type R, Right Angle Solder Pins, 2.8mm Receptacle, Straight, 4 mm Tail Length, Type H 
96 t+b+ 2.54 3 400 79K4465 6.2: - ~ , 
@oorszseego1_| 98 | atbve | Atm) @ 09062152821 15 z+d 5.08 mm 2 500 79K4461 13.08 
PIM_8484 Receptacle, Straight, 4 mm Tail Length, Type H3 
@ 09062032811 3 z+d | 5.08 mm 1 500 93C5808 6.08 
DIN 41612 CONNECTORS UP TO 6 AMPS poem, Receptacle, Straight, Cage Clamp, Type H 
HARTI @ 09060152813 15 z+d | 10.16 mm 2 500 93C5711 23.12 
NG Receptacle, Straight, Faston, Type H 
Reged @ 09062152871 15 z+d 5.08 mm 2 500 93K7627 15.60 
Sapien : @ 09062152811 15 z+d 10.16 mm 2 500 99F3628 14.65 
Compliant 
Available PIM_8488 
So re rarer 
Female - Solder ™ 
HI-CON™ EUROCARD DIN CONNECTORS & PANCON 
Male and female 2- and 3-row connectors permit wer? 4] CONNECTORS 
high-density PC board packaging. Intermateable jipmssi/./, 


to DIN 41612, VG95324, BS9525, and IEC 603-2 
Female - Press-In specifications. Compatible with VMEbus, STEbus, 
MULTIbus II, CIMbus, and NUbus applications. Glass- 


RoHS 
Compliant 
Available 


: aa eee types) H alate acti Cto +125C filled polyester housings, rated UL94V-0. Current rating: 
@ Board mount angled and straight @ Performance level 2 = 400 mating cycles Samp _ on se dillaals spins Ss 
@ Cable mount crimp and solder lug © Current rating 6A io SRC Mect DIN Let the caurnahioe: wiles 
@ 0.2" (5.08mm) contact spacing ® Order housings, contacts, and accessories otherwise in dicated. Other pe tot nahne Versions: are 
e pe thermoplastic resin, glass fiber filled, separately also available; go cei ine or call. 
Rows Mating Price Each 
Mfg. Part No. Contacts | Loaded Pitch Rows | Cycles | Stock No. 1-9+ PES 
Header, Right-Angle Solder Pins, 3.00 mm Rows , Mating pectice.eaens 
© 09051486921 78 atcte | 508mm 3 400 0105518 Mfg. Part No. Contacts | Loaded Pitch Rows | Cycles | Stock No. 1-9+ 
EUs ig he Aas Sonor Fine.) nity Saat = ee es +b | 2.54 2 400 | 88K1306 
© 09041326921 32 atc | 508mm] 2 | 400 | 96F2608 | 610 a TELEE x = 1 uu >} an 
© 09061326901 32 z+b | 608mm] 2 400 | gemie7s | 7.12 mas or - tH mm 5 _—"" a 
© 09061486901 48 ztb+d | 254mm | 3 400 | 96F2674 9.78 > — i : . 7 ” 5 a ce — 
|-964- atc 54mm =e 
Receptacle, Angle Solder Pins, 1x1 mm Bima 7 5; 758 - a AENETIA 
Sree 2 ees : ai ey es e 100-096-058 96 : b : 75 ah 3 50 88K2096 = 
-096- a é 54mm = 
Receptacle, for Straight Crimp Contacts (ordered seperately 6 obe oor 4 10 aaIe 
@ 09062483201 48 z+b+d | 5.08mm 3 400 79K4444 1.35 i pene a Stralcht 2 ae LL = 
Receptacle, Open Solder Lugs ug, Standard, etaly - ; oes 3 0 RRR 
© 09062486823 48 [z+b+d | 608mm] 3 | 400 | 47Mie | ail ticee aro | 2st = 
Plug, Standard, Straight, For 120 Series IDC Female 
120-964-133A 64 atc 2.54 mm 3 | 400 36B8145 — 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


DIN 41612 CONNECTORS 
HI-CON™ EUROCARD DIN CONNECTORS (CONT.) MULTIGIG RT CONNECTORS FOR VITA 41 AND VITA 46 (VPX) STANDARDS 
Rows Mating Price Each (CONT.) 

Mfg. Part No. Contacts | Loaded Pitch Rows | Cycles | Stock No. 1-94 For Use Price Each 
Receptacle, Standard, IDC Sockets for 0.05” Flat Cable Mfg. Part No. | Description Type With Stock No.| 1-1-24+ 
@ 120-064-435 64 atb 2.54 mm 2 400 88K2103 = 1-1469492-3 | 90° Keying | Guide Socket | AMP MULTIGIG RT Series VITA 46 | 30Y9735 | 27.30 
© 120-964-435 64 atc | 254mm [| 3 | 400 | 88ki311 = 3U & 6U mm Daughtercards 
Receptacle, Standard, IDC Sockets for 0.05” Flat Cable, Through Circuit Mounting Frame @ 1410946-1_| Cap Screw Stet MULTIGIG RT Guide Modules _|RSMIGESS 28 
© 120-964-435F 64 , atc 2.54 mm 3 400 93K7632 = @ 1-1469492-9] NoKey | Guide Module | 9mm Phe RT| 11M0148 | 13.97 
Receptacle, Standard, Straight FIRSTS tI00 
@ 100-964-452 64 atc 2.54 mm 3 50 88K2101 — 

ES pa a aioe «SCTE CONNECTIVITY’S AMP UNIVERSAL POWER S2>"08 
@ 100-096-432 96 atb+c | 2.54mm 3 400 88K1305 — Gepiinpiat 
Receptacle, Standard, Straight and Angled MODULES Avalee 
@ 100-096-533 96 atb+c | 2.54mm 3 400 88K2098 = 
AUTHORIZED DISTRIBUTOR 
Price per 
For Use |__Pkg. 

Mfg. Part No. Type With Stock No. 1-1- 

@ 100-000-064 Housing Type C Female Connector 94F2884 = 
PIM_8777 


MULTIGIG RT CONNECTORS FOR VITA 41 AND VITA 
46 (VPX) ee 
STANDARDS ' 


AUTHORIZED DISTRIBUTOR Right Angle Header Right Angle Receptacle 
RoHS _ @ Housing: Natural color PBT UL 94V-0 bronze 
Soper © Standard Power Contacts: Gold plated Phosphor © High Power Contacts: Gold plated Copper alloy 
No. of Row Price Each 
© 10 Gb i ¢ Sune alk perk Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-9+ 
ps performance uperior crosstalk performance a 5 : - 
@ Differential, Single-ended and Power © Optimized footprints for signal integrity and ease aa it Header, Press Fit, L,L,L,L,L,L,L,L,L,L,L Pin Sequence,Right Angle,Phosphor 
© Customizable impedance matched printed circuit of board design ronze, 
wafer interface @ Utilizes a 0.56 [.022] diameter via for backplane @ 5646961-1 11 | 2mm 1 2mm 19R2935 14.40 
e Backplane connector system with “pinless” connector for lower cost board fabrication Hard Metric (HM), Header, Press Fit, L,L,L,L,L,L,L,L,L Pin Sequence,Right Angle,Phosphor 
interface : oo Bronze,10 A 
TE Connectivity's VITA 41 & VITA 46 VPX backplane interconnects provides high speed data rates that © 5646959-1 9 2mm 1 2mm 19R2933 W411 


traditional VME is not designed for by merging the latest packaging and connector technology with the latest bus - L - L 
and serial technology. The printed circuit based pinless interconnect family is comprised of modular components Hard Metric (HM), Header, Press Fit, L,L,L,L,L,L,L,L Pin Sequence,Right Angle,Copper 


which can be used in a variety of combinations. VPX dramatically increases bandwidth with fewer pin counts Alloy,16 A 
and enables heterogeneous architectures to help preserve existing investments in technology and systems. @ 120958-1 8 | 3mm 4 Ts 17R2788 13.71 
No. of Row Price Each Hard Metric (HM), Header, Press Fit, L,L,L,L,L,L,L Pin Sequence,Right Angle,Copper Alloy,16 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-24+ A 
Backplane, Plug, Through Hole, VITA 41, Center e 1209571 7 l 3mm 4 — 03P1791 12.24 
1410147-1 105 4.35mm 7 4.35mm 29M7751 73.66 Hard Metric (HM), Header, Press Fit, L,L,L,L,L,L Pin Sequence,Right Angle,Copper Alloy,16 A 
Backplane, Plug, Through Hole, VITA 46, Center @ 120956-1 6 3mm 1 bi 73P5373 = 
1410970-3 112 1.8mm 7 4.35mm 44R8150 111.82 eae pt ia Header, Press Fit, L,L,L,L,L,L Pin Sequence,Right Angle,Phosphor 
Backplane, Plug, Through Hole, VITA 46, Half, Center ronze: ; 5 7 ; CEPEH 
1410972-3 56 1.8mm 7 135mm | 11R8151 | 45.19 . on 7 > I a as aa 7 nH 
Backplane, Plug, Through Hole, VITA 46, Half, Left End Hard Metric (HM), —— ress Fit, — in ae Ha loy,16 
1410971-3 56 1.8mm 7 135mm | 51M2474 = ce [ mn a LOO 
Backplane, Receptacle, Press Fit, VITA 41, Center ea Metric (HM), Header, Press Fit, L,L,L,L,L Pin Sequence,Right Angle,Phosphor Bronze,10 
—aotset | 185] am] 8 | 8mm 0 5048055-1 5 | 2mm 1 2mm | 19R2024 | 9.38 
Backplane, Receptacle, Press Fit, VITA 41 / 46, Right End Hard Metric (HM), Header, Press Fit, L,L,L,L Pin Sequence,Right Angle,Copper Alloy,16 A 
1410142-1 144 1.8mm 9 1.8mm 32M6785 33.13 © 120954-1 4 3mm 71 omm 50M3026 8.95 
Backplane, Receptacle, Press Fit, VITA46,Center Hard Metric (HM), Header, Press Fit, L,L,L,L Pin Sequence,Right Angle,Phosphor Bronze,10 A 
ee = om : eS || © 5646954-1 4 [3mm 1 2mm | 49R2924 5.03 
1410140-4 tbs Lami 7 {Sinn SeMbaO2 2E8S Hard Metric (HM), Header, Press Fit, L,L,L,M,M Pin Sequence,Right Angle,Phosphor 
Backplane, Receptacle, Press Fit, VITA 46, RJO Center Bronze,10 A 
1410964-1 144 1.8mm 9 1.8mm 10R0088 23.03 @ 5646955-4 5 its 1 as 2570616 10.35 
Backplane, Receptacle, Press Fit, VITA 46, RJ1 Center Hard Metric (HM), Header, Press Fit, L,L,L Pin Sequence,Right Angle,Copper Alloy,16 A 
1410966-1 80 1.8mm 9 1.8mm 11R8149 18.07 @ 5-5223961-1 3 2mm 1 3mm 45P6004 exe 
For Use Price Each Hard Metric (HM), Header, Press Fit, L,L,L Pin Sequence,Right Angle,Phosphor Bronze,10 A 
Mfg. Part No. Description Type With Stock No.} 1-1-24+ 223961-1 3 | 3mm 1 sis 33B6931 aS 
@ 1-1469492-1 0° Keying Guide Module | 9mm Wide MULTIGIG | 02M6240| 10.79 Hard Metric (HM), Header, Press Fit, L,L,M,M,S,S Pin Sequence,Right Angle,Phosphor 
R Daughtercard Bronze,10 A | 
Modules @ 5646956-3 6 2mm 1 2mm 19R2929 12.02 
@ 1-1469491-2 | 2.6 mm Standoff Height | Guide Module | 9mm Wide MULTIGIG | 72MS852 4.34 Hard Metric (HM), Header, Press Fit, L,L,M,M Pin Sequence,Right Angle,Copper Alloy,16 A 
aU Backplane Modules © 120954-5 4 | 3mm 1 2mm 01P4436 13.17 
- a 270° Keyi Guide Modi 91 Wide MULTIGIG | 27M3686 = ? = : 
rs a eye aie Baugh ercard Hard Metric (HM), Header, Press Fit, L,M,M,M,M,L Pin Sequence,Right Angle,Phosphor 
Modules Bronze,10 A 
@ 1-1469492-8 315° Keying Guide Module] 9mm Wide MULTIGIG | 11M0151 9.10 @ 5646956-2 6 2mm 1 2mm 19R2928 11.30 
R Daughtercard Hard Metric (HM), Header, Press Fit, L,M,M,M,M Pin Sequence,Right Angle,Phosphor 
Modules Bronze,10 A 
@ 1-1469491-3 | 4.2 mm Standoff Height | Guide Module | 9mm Wide MULTIGIG | 34P2782 6.25 @ 5646955-3 5 2mm 1 2mm 19R2926 7.43 
- - aul Backp ang Modules Hard Metric (HM), Header, Press Fit, L.M,S,S,S,S,S,S Pin Sequence,Right Angle,Copper 
@ 1-1469492-2 45° Keying Guide Module | 9mm Wide MULTIGIG | 57P6168 = Alloy,16 A 
R Daughtercard 
Modules © 1209582 8 l 3mm 1 ~ 17R2789 13.25 
@ 1-1469491-4 [5.7 mm Standoff Height | Guide Module |9mm Wide MULTIGIG]| 11R8144 4.89 Hard Metric (HM), Header, Press Fit, L,S,M,S Pin Sequence,Right Angle,Phosphor Bronze,10 A 
RT Backplane Modules @ 5646954-3 4 | 3mm 1 2mm 19R2923 9.51 
> CONTINUED > > CONTINUED > 
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BACKPLANE CONNECTORS 


TE CONNECTIVITY’S AMP UNIVERSAL POWER MODULES (CONT.) FORTIS ZD NEXT-GEN BACKPLANE CONNECTORS (CONT.) 


; ® Contacts: Gold plated copper alloy; Tin/lead e 
Mfg. Part No. Cor Pitch Rows oad Stock No. == onal : ee ' ° 2a (on) and a) ec 
® Housings: High temperature thermoplastic © 6U configuration offers 300 differential pairs 
Hard Metric (HM), Header, Press Fit, L,S,S,L,S,S,L Pin Sequence,Right Angle,Copper Alloy,16 © Shell shield: Copper alloy, Tin/lead plated © 6 row module enables 0.6” reduced form factor 
A ® Shell machined: Nickel plated 6061 Aluminum card pitch 
@ 120957-2 7 3mm 1 = 42M0502 11.46 © Durability: 500 mating cycles : © Modularity enables scalability for various card 
Lapa (HM), Header, Press Fit, M,M,M,M,LPin Sequence,Right Angle,Phosphor 7 aden Net rice eae typical ie 
2 The Fortis Zd modular backplane connector system combines the highest performance mil/aero and commercial 

@ 5646955-2 5 2mm 1 2mm 19R2925 7.22 technologies into a user configurable platform. Built to be the most robust and highest performance backplane 
Hard Metric (HM), Header, Press Fit, M,M,M,M,M,M Pin Sequence, Vertical,Phosphor Bronze,10 connector, it allows 12 Gb/s+ data rates. Extreme mechanical and electrical performance for the most 
A demanding applications. A modular design allows for user configurability and modular evolution. The M55302 
© Ta je ec ere ee eee 
Hard Metric (HM), Header, Press Fit, M,M,M,M Pin Sequence, Vertical, Phosphor Bronze,10 A available to accommodate multiple slot pitches. Staggered daughtercard pin field supports 2 level maintenance 
@ 1645498-2 4 e 1 mi 2570593 A481 Protected pin field on backplane for reliability and durability. 
Hard Metric (HM), Header, Press Fit, M,S,S,M Pin Sequence,Right Angle,Phosphor Bronze,10 No. of Row Price Each 
A Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-4+ 
@ 5646954-5 4 3mm 1 2mm 2570615 9.12 Backplane, Header, Press Fit, Center Guide, Fully Shrouded, 10 Columns 
Hard Metric (HM), Header, Press Fit, S,M,L,S Pin Sequence,Right Angle,Phosphor Bronze,10 A 2102155-1 90 1.9mm 9 4.6mm 2570339 57.64 
@ 5646954-2 4 3mm 1 2mm 19R2922 9.24 Backplane, Header, Press Fit, Center Guide, Fully Shrouded, 20 Columns 
Hard Metric (HM), Receptacle, Press Fit, Right Angle,Copper Alloy,16 A 2102159-1 180 1.9mm 9 1.6mm 2570341 411.54 
@ 120943-1 3 1.5mm 1 58R2811 6.12 Backplane, Header, Press Fit, Center Guide, Partially Shrouded, 10 Columns 
@ 120943-2 4 1.5mm 1 2570568 —_ 2000891-1 90 1.9mm 9 1.6mm 2570333 52.06 
@ 120943-3 5 1.5mm 1 2570291 6.62 Backplane, Header, Press Fit, Center Guide, Partially Shrouded, 20 Columns 
@ 120943-4 6 1.5mm 1 67R4491 8.84 2000903-1 180 1.9mm 9 1.4mm 2570337 =e 
@ 120943-6 8 1.5mm 1 a 2570570 10.58 Backplane, Header, Press Fit, Left Guide, Partially Shrouded, 10 Columns 
Hard Metric (HM), Receptacle, Press Fit, Vertical,Copper Alloy,16 A 2000890-1 90 1.9mm 9 1.6mm 2570332 49.48 
@ 5-5223055-2 3 wt 1 : 43M0225 _ Backplane, Header, Press Fit, Right Guide, Partially Shrouded, 10 Columns 
@ 120953-1 4 3mm 1 2mm 43M0203 - 2000892-1 90 1.9mm 9 1.6mm 2570334 53.01 
@ 120953-2 5 3mm 1 2mm 43M0204 554 Backplane, Receptacle, Press Fit, Center Guide, 10 Columns 
@ 120953-3 6 3mm 1 2mm 17R2785 7.56 @ 2000896-1 90 1.9mm 9 1.6mm 2570336 40.88 
@ 120953-4 4 3mm 1 2mm 42M0501 5.89 2102157-1 90 1.9mm 9 1.6mm 2570340 50.84 
@ 120953-5 8 3mm 1 2mm 17R2786 6.87 Backplane, Receptacle, Press Fit, Center Guide, 20 Columns 
@ 120953-7 10 3mm i 2mm 2510573 6.34 @ 2000905-1 180 1.9mm 9 1.6mm 2570338 91.96 
Hard Metric (HM), Receptacle, Press Fit, Vertical,Phosphor Bronze,10 A 2102161-1 180 1.9mm 9 1.6mm 2570342 98.89 
@ 5223955-2 3 Me 1 42K7109 = Backplane, Receptacle, Press Fit, End Guide, 10 Columns 

223955-2 3 1 33B6928 = @ 2000895-1 90 1.9mm 9 1.6mm 2570335 43.68 
@ 5223995-1 4 3mm 1 2mm 42K7114 4.22 - 

For Use Price Each 
© 5223995-2 5 3mm d 2mm ioRA020 G02 Mfg. Part No. Description Type With Stock No. 1+ 
Sees 7 3mm : 2mm _|EISRA27 = © 2000676-2 | Guide Module-ESD | Guide Module | Universal Power] 2570330; 

@ 5223995-4 7 3mm 1 2mm 19R1928 9.83 Modules & Backplane 
- Applications 
| Price Each “© 2:2000677-0 | Guide Module -No ESD Guide Module [Universal Power 2570329 | 43.12 
Mfg. Part No. Description Type Stock No.|  1-1-9+ Modules & Backplane i 
@ 1469265-1 Right Angle Guide Pin - 0° Keying Guide Module | | 2570583 0.84 Applications 
@ 1469265-5 Right Angle Guide Pin - 180° Keying Guide Module 2570587 2.39 @ 2000713-1 Guide Pin Guide Module | Universal Power | 25T0331 os 
© 1469265-2 Right Angle Guide Pin - 45° Keying Guide Module | | 2570584 7 i : reg jane 
@ 1469265-3 Right Angle Guide Pin - 90° Keying Guide Module 2570585 aS = 
@ 1469265-9 | _ Right Angle Guide Pin - Round, No Keying | Guide Module} | 2570501 | 2.46 PME 1929 
@ 5223957-1 Right Angle Module - 4-40 Guide Module 42K7110 0.60 
@ 5223986-1 Right Angle Module - 4-40, 0° Keying Guide Module! | 969122] 5.38 TE CONNECTIVITY’S AMP Z-PACK HM-ZD CONNECTOR — 
@ 5120913-1 Right Angle Module - M2.5, 0° Keying Guide Module| | 19R1076 3.72 SYSTEM FOR — TE 
@5120913-4 | Right Angle Module - M2.5, 135° Keying | Guide Module] | 25T0610 | 3.35 ADVANCED TCA 55 egy 
@ 5120913-5 Right Angle Module - M2.5, 180° Keying Guide Module | | 19R1078 3.18 Bae peel ATOR ner ere 
@5120913-6 | Right Angle Module - M2.5, 225° Keying | Guide Module] | 19R1079| 3.18 Be ga Be Ge simoian 
@ 5120913-7 Right Angle Module - M2.5, 270° Keying Guide Module} | 2570614 = rere Available 
@ 5120913-8 Right Angle Module - M2.5, 315° Keying Guide Module 19R1080 3.23 - 
@ 5120913-2 Right Angle Module - M2.5, 45° Keying Guide Module 2570609 3.81 No. of ; Row | Price Each” 
© 5120913-3 | _ RightAngle Module-M2.5, 90° Keying | Guide Module| | 19R1077| 3.74 Mig. PartNo. _| Contacts Pitch Rows Pitch Stock No. 1-24+ 
© 5223957-3 Right Angle Module - M3 Guide Module] | 44Ra456| ATCA, Header, Press Fit 
@ 223969-4 | Vertial Guide Pin - 8-32, 12.7 mm Thread Length | Guide Pin 15H5686 | 5.45 pAlb ect 30 - em SSNZSSE — 
@ 223969-1 | Vertial Guide Pin - M4, 12.7 mm Thread Length | Guide Pin 85C0641 6.09 BiCH Receptacle, Press Fit 
@ 223956-1 | Vertial Guide Pin-M4, 6.2mm ThreadLength | Guide Pin | | 33B6929|  _. bea EASE AL a p26 al 
@ 223082-1 | Verlial Guide Pin-M4, 7.5mm Thread Length | Guide Pin | | 12H6928|  —- Backplane, Header, Press Fit, 2 Pair 
7 eT a @ 6469025-1 40 2mm 4 2mm 42K7650 11.05 
@ 223969-7 Vertial Guide Pin - M4, 9.2 mm Thread Length Guide Pin 12H6919 6.72 = ; 
Backplane, Header, Press Fit, 3 Pair 
PIMigt S80 @ 6469085-1 60 2.5mm 6 1.5mm 19R6630 15.27 
Backplane, Header, Press Fit, 4 Pair 
FORTIS ZD NEXT-GEN BACKPLANE CONNECTORS @ 6469002-1 80 2mm 1.5mm 42K7649 = 
=< @ 6469048-1 80 2.5mm 4.5mm 42K7652 43.36 
Backplane, Header, Through Hole, 4 Pair 
AUTHORIZED DISTRIBUTOR @ 6469002-2 80 2.5mm 8 1.5mm 36M2654 15.42 
Gee sinpian Backplane, Receptacle, Press Fit, 2 Pair 
Available @ 2065769-1 40 2.5mm 4 4.5mm 7876431 13.00 
| Backplane, Receptacle, Press Fit, 3 Pair 
ea @ 2065883-1 60 2.5mm 6 1.5mm 7876432 eons 
Backplane, Receptacle, Press Fit, 4 Pair 
@ 2065657-1 80 2.5mm 8 1.5mm 79R4782 42.07 
PIM_92297 
> CONTINUED > 
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BACKPLANE CONNECTORS 


TE CONNECTIVITY’S AMP Z-PACK 2MM HM PCB MOUNT 


CONNECTORS 
pieamonreatr Sho pp in gonn ewark.com is 
RoHS 
eet E 7 h E [ 
asier than Ever! 
© Contact pitch is 1.5mm within a pair and 3.0mm © Card Pitch is less than 0.8 in. for 2 pair headers 
et acolumn; column to column pitch is and 1.0 in. for 4 pair header 


Z-PACK HM is a high speed, differential connector system. Feature a highly reliable dual beam contact system 
with fully encompassing grounds dedicated to each differential pair. The Z-PACK HM footprint is optimized 
for both routability and system performance with the use of 1.5mm x 2.5mm row column grid, 5 and 8 rows. 
Available in two versions. 


No. of Row Price Each 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-9+ 
Hard Metric (HM), Header, Press Fit 
188835-1 154 2mm 5 2mm 33B5539 4.82 
Hard Metric (HM), Header, Press Fit, Center Guide 
100143-1 110 2mm 5 2mm 33B3935 8.84 
@ 5100668-1 154 2mm 5 2mm 42K6969 12.49 
Hard Metric (HM), Header, Press Fit, Center Guide, Right Angle 
@ 5106015-1 110 2mm 5 2mm 42K6988 py 
Hard Metric (HM), Header, Press Fit, Center Guide, Vertical 
@ 5100143-1 110 2mm 5 2mm 71M0790 ee 
Hard Metric (HM), Header, Press Fit, End Guide 
@ 5100159-1 55 2mm 5 2mm 42K6967 1.68 
Hard Metric (HM), Header, Press Fit, Right Angle 
106012-1 55 2mm 5 2mm 86C7359 — 
@ 5352406-1 95 2mm 5 2mm 22R8253 20.58 
106014-1 125 2mm 5 2mm 33B4569 Seals 
Hard Metric (HM), Header, Press Fit, Vertical 
100141-1 125 2mm 5 2mm 33B3934 a 
Hard Metric (HM), Header, Through Hole 
@ 5352033-1 133 2mm 7 2mm 42K7140 Ee 
Hard Metric (HM), Receptacle, Press Fit 
106775-1 55 2mm 5 2mm 33B4583 Bee 
@ 5352152-1 110 2mm 5 2mm 42K7148 — 
100145-1 125 2mm 5 2mm 33B3936 10.94 . 
106774-1 125 mm 5 2mm 3384561 = With en hanced featu res an d 
Hard Metric (HM), Receptacle, Press Fit, Center Guide a A 5 
© 5352068-1 110 2mm 5 2mm 42K7141__ | 20.33 fl eX| b | e options, | ike : 
106773-1 110 2mm 5 2mm 33B4580 ae 
@ 5352069-1 125 2mm 5 2mm 42K7143 22.30 
Hard Metric (HM), Receptacle, Press Fit, End Guide d & 1 7 
100161-1 55 2mm 5 2mm 33B3938 — NM EW! Hea er Navigation 
es = ay $6 | Improved header provides easy access to 
lard Metric (HM), Receptacle, Through Hole : ‘ 
© 5362171-1 96 2mm 5 2mm | _4aK7149 = search, shopping cart and account info. 
Price Each i i i i 
Mfg. Part No. | Description Type gee Stock No.| 1-1-24+ Redesigned navigation groups products into 
@ 6-100525-1] 1D 1256 | Coding Key| Type A, D, & & M Male Z-Pack]) 34B539 1.03 convenient categories. 
onnectors 
@ 5-100525-6 D 1278 |CodingKey|Type A, D, L, & M Male Z-Pack| 33B9238 0.47 
Connectors 
@5-100526-6] 1D 1278 | Coding Key| Type A, D, Le y Fens le Z-Pack| 3339239 0.63 UPD ATED 1 Search 
@ 3-100525-2 D 2348 | Coding Key|Type A, D, L, & M Male Z-Pack] 33B7176 = 
Comes New algorithms and search results design 
@ 3-100526-2 D 2348 | Coding Key | Type A, D, : & M Female Z-Pack | 88F5762 = . 
/onnectors 
@ 100525-9 D 3567 | Coding Key| Type A, D, L, & M Male Z-Pack| 10H6025 1.49 get you to the right products faste I 
Connectors 
@ 100526-9 D 3567 | Coding Key | Type A, D, : & M Female Z-Pack| 10H6029 0.13 
/onnectors 
@ 100526-3 D 4578 | Coding Key | Type A, D, L, & M Female Z-Pack| 33B3939 0.65 Improved Prod uct Pages 
a onnectors 
PIM_ 80882 Redesigned product pages feature key 


information like availability and price. 
New "find similar products" helps you 
find the products you need. 


136 Go online or call for non-compliant or &°ROHS Compliant products. See page 2 


RELEASABLE POKE-IN WIRE TO BOARD CONNECTOR 


CONNECTORS & ACCESSORIES 


PC BOARD HEADERS & SOCKETS 


SURFACE MOUNT PCB TERMINAL BLOCKS (CONT.) 


@ Housing: UL 94 VO High Temperature Resistant Thermoplastic - TE No. of Tape Cut 
© Contact Material: Copper Alloy Se stone an ; lmasainaiec) 
© Contact Plating: Tin Over Nicke Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ 
© Current Rating: 18 AWG Wire - 9 A, 20-22 AWG ‘AUTHORIZED DISTRIBUTOR Surface Mount Right Angle, 24 AWG-18 AWG, White 
. ea : st es 2060-451/998-404 1 4mm 160V 9A 46Y2961 0.52 
loltage Rating: 
© Operating Temperature: -40°C to +130°C 2060-452/998-404 2 4mm 160V 9A 46Y2962 0.91 
TE Connectivity's low profile, SMT releasable poke-in wire 2060-852/998-404 2 8mm 630V 9A 46Y2967 0.84 
connector accommodates multiple design requirements 2060-453/998-404 3 4mm 160V 9A 46Y2963 Lee 
with 1, 2 & 3 position connector configurations. The js 3 
releasable poke-in wire connector features an integral Surface Mount Right Angle, 26 AWG-22 AWG, White 
conductor release mechanism, recessed below the top side 2059-301/998-403 1 160V 3A 46Y2959 0.51 
of the connector and cannot be compromised or broken 2059-302/998-403 2 3mm 160V 3A 38Y8605 0.92 
during multiple insertion and release cycles. Ideal for LED 
lighting applications, the surface mount releasable poke-in connectors accept 18 to 22 gauge solid and stranded 2059-303/908-403 3 3mm 160V 3A abiz060 1.09 
conductors and are available in either full Tape & Reel or Cut Tape packaging options. Price Each 
No. of Tape Cut Mfg. Part No. Description Stock No. 1-1-24+ 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 2060-901 Interconnecting Link, 1 Position 54W3632 — 
Receptacle, Surface Mount 2060-902 Interconnecting Link, 2 Position 54W3633 = 
2213301-1 1 “ 1 83X6739 0.20 2060-903 Interconnecting Link, 3 Position 54W3634 = 
2213301-2 2 4mm 4 83X6741 eal fa PIM_5465792 
2213301-3 3 4mm 1 83X6743 os 
a = INVERTED THRU BOARD CARD EDGE & INVERTED POKE- 
2 I mm ea == 
— IN PLATFORM CONNECTORS = TE 


2060 SERIES SURFACE MOUNT TERMINAL 
STRIPS W ITH PUSH-BUTTONS 


RoHS 
Compliant 
Available 


a % 2 


1 pole 2 poles 3 poles 2 poles - 8mm pad spacing 
© Surface mount terminal strips with CAGE © Total height of only 4.5mm helps minimize shadow- 
CLAMP®S connection and pushbuttons ing in LED applications 
@ Direct push-in of solid conductors © Large flat area for easy pick-n-place 
@ Pushbutton for connection of stranded conductors © @ Wiring ports with balcony design - creates “lead-in” 
and for removal of all wire types for ease of wiring, even at a slight angle 
No. of Tape Cut 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ 
Surface Mount Right Angle, 24 AWG-18 AWG 
@ 2060-401/998-404 1 4mm 160V 9A 7273332 = 
@ 2060-402/998-404 2 4mm 160V 9A 6270379 a= 
@ 2060-403/998-404 3 4mm 160V 9A 7979388 = 
Through Hole Right Angle, 24 AWG-18 AWG 
@ 2060-421/998-404 1 4mm 160V 9A 469943 ae 
@ 2060-422/998-404 2 4mm 160V 9A 54W3630 ae 
@ 2060-802/998-404 2 8.25mm 630V 9A 54W3631 Es 
@ 2060-423/998-404 3 4mm 160V 9A 69W7522 = 
PIM_201249 


SURFACE MOUNT PCB TERMINAL BLOCKS 


WACO 


~~ 
= | A A j 3. A 
A vA 
~~ = = 
Features: pre-bonded/tinned wires 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


Inverted Thru Board Card Edge Inverted Poke-In Platform 


The Inverted Card Edge and Poke-In Platform Connectors provide 3.0 mm creep and clearance from all other 


@ Extremely LOW profile and EXCLUSIVE wire 


telease-ability 


@ Extremely low profile for compact electronic 


designs 


@ 2060/2061: pushbutton for connection of stranded 
wires and for removal of all wire types 

@ 2059: easy wire removal with operating tool 

© Delivery in tape-and-reel packaging for automated 


conductive components on FR4 and metal clad printed circuit boards. The 2 position connectors share the same 
printed circuit board footprint while offering flexibility in providing either a direct power driver board one piece 
mating solution or a poke-in wire connection to the underside of the LED array boards. The ITB connectors are 
surface mounted at the same time as other devices on the PCB eliminating secondary processes. Both the 
Inverted Poke-in and Inverted Card Edge Connectors are available with an optional cap that provides for a touch 
safe design once soldered to the printed circuit board. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 

Card Edge, Inverted, Header, Surface Mount, 1.0 mm Board Thickness 

@ 2213188-1 2 3.3mm 1 20X5210 0.60 
Card Edge, Inverted, Header, Surface Mount, 1.6 mm Board Thickness 

@ 2213188-2 2 3.3mm 1 20X5211 0.87 
Card Edge, Inverted, Header, Surface Mount, Poke-In, 22 - 18 AWG 

@ 2213189-1 2 3.3mm 1 20X5214 0.66 
Card Edge, Inverted, Header, Surface Mount, Poke-In, 26 - 24 AWG 

@ 2213189-2 2 3.3mm 1 20X5215 0.80 
Card Edge, Inverted, Header, Surface Mount, Poke-In with Cover, 22 - 18 AWG 

@ 2213189-3 2 3.3mm 1 20X5216 
Card Edge, Inverted, Header, Surface Mount, Poke-In with Cover, 26 - 24 AWG 

@ 2213189-4 2 3.3mm 1 20X5217 1.09 
Card Edge, Inverted, Header, Surface Mount, with Cover, 1.0 mm Board Thickness 

@ 2213188-3 2 3.3mm 1 20X5212 0.92 
Card Edge, Inverted, Header, Surface Mount, with Cover, 1.6 mm Board Thickness 

@ 2213188-4 2 3.3mm 1 20X5213 0.41 
PIM_212015 

1.27mm (0.050”) PITCH SINGLE ROW HEADERS multicomp 


LLU 


@ Bright White housings to minimize shadowing in 
LED applications 
@ Simple, direct push-in of solid, ferruled, or 


SMT processes 
@ Wiring ports with ‘balcony’ design, creating a ‘lead- 
in’ for ease of wiring, even at a slight angle 


No. of Tape Cut 
Mfg. Part No. Positions Pitch Voltage Current StockNo. | 1-24 _ 
Surface Mount Right Angle, 20 AWG-16 AWG, White 
2061-601/998-404 1 320V 17.5A 44X2573 0.99 
2061-602/998-404 2 6mm 320V 17.5A 39X7714 2.04 
2061-603/998-404 3 6mm 320V 17.5A 46Y2969 3.05 
Surface Mount Right Angle, 24 AWG-18 AWG, Black 
2060-47 1/998-404 1 4mm 160V 9A 46Y2964 0.52 
2060-472/998-404 2 4mm 160V 9A 46Y2965 0.71 
2060-872/998-404 2 8mm 630V 9A 46Y2968 0.84 
2060-473/998-404 3 4mm 160V 9A 46Y2966 1.03 
> CONTINUED > 
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RoHS 
Compliant 
Available 


® Insulator: PBT (UL94V-0) 
© Contacts: Gold plated Copper Alloy 
Applications: 


Specifications: 
© Current Rating: 1.0AAC/DC 
® Voltage Rating: 50V AC/DC 
© Contact Resistance: 20m ohm. max. @ Home Appliances 
®@ Insulation Resistance: 500M ohm. Min. At 100V ® Aviation Electronics 

DC. © Automobile Electronics 
@ Withstanding Voltage: 500V AC for one minute © Computer(PC) Peripherals 
© Operating Temperature Range: -25°C to +125°C 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows | StockNo. | 1-249 _ 
Header, Through Hole 
@ 2206PA-20G-739 20 1.27mm 1 11N6304 1.68 
@ 2206PA-25G-739 25 1.27mm 1 11N6305 0.32 
PIM_119559 
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PC BOARD HEADERS & SOCKET: 


1.27mm (0.050”) PITCH SINGLE ROW (=) MINITEK 127™ 1.27 mm BOARD-TO-BOARD & WIRE-TO-BOARD 
RECEPTACLES multicomp CONNECTORS (CONT.) 


seer 4,0AACIDC Sais - 7 | No. of | Price Each_ 
© Voltage Rating: 50V AC/DC Available ig. Part No. Contacts Pitch Rows Stock No. 1-9+ 
© Contact Resistance: 20m ohm. y Header - Through Hole - Vertical 
‘ ee ee @ 20021111-00016T4LF 16 1.27mm 2 82R7577 0.80 
Min. At100VDC. : © 20021111-00020T4LF 20 1.27mm 2 82R7583 0.47 
@ Withstanding Voltage: 500V AC for Header - Through Hole - Vertical, Shrouded 
é Ae capes Pens: © 20021611-00006T4LF 6 1.27mm 2 82R9557 1.68 
-25°C to +125°C ; @ 20021611-00010T4LF 10 1.27mm 2 82R9560 0.93 
@ Insulator: PBT (UL94V-0) @ 20021611-00012T4LF 12 1.27mm 2 82R9563 2.14 
il a Artin eceeae © 20021611-00016T4LF 16 427mm 2 82R9569 2.28 
Applications: © Automobile Electronics © 20021611-00020T4LF 20 1.27mm 2 82R9572 2.17 
© Home Appliances @ Computer(PC) Peripherals @ 20021611-00026T4LF 26 1.27mm 2 82R9575 2.84 
er Price Each @ 20021611-00050T4LF 50 1.27mm 2 82R9590 4.52 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-249+ Receptacle - IDC / IDT 
Receptacle - Through Hole @ 20021444-00006T4LF 6 1.27mm 2 82R9305 1.96 
@ 2206SA-10-46 10 1.27mm 1 411N6311 0.07 @ 20021444-00010T4LF 10 1.27mm 2 82R9311 2.40 
@ 2206SA-20-46 20 4.27mm 1 41N6312 1.53 @ 20021444-00012T4LF 12 1.27mm 2 82R9314 = 
@ 2206SA-25-46 25 4.27mm 1 11N6313 1.76 @ 20021444-00016T4LF 16 1.27mm 2 82R9320 0.83 
PIM_119560 @ 20021444-00020T4LF 20 1.27mm 2 82R9323 0.93 
— ee —.2.00 CO eee @ 20021444-00026T4LF 26 1.27mm 2 82R9326 = 
MINITEK 127™ 1.27 mm BOARD-TO-BOARD &WIRE-TO- Amphenol  Re2etacle- Surface Mount Vertical 
BOARD CONNECTORS FC . e 2002 1321-00006C4LF. 6 4.27mm 2 58R3197 0.64 
| @ 20021321-00008C4LF 8 1.27mm 2 58R3198 0.74 
RoHS _ @ 20021321-00010C4LF 10 1.27mm 2 58R3199 0.37 
ZS dk Geena © 20021321-00012C4LF 12 127mm 2 58R3200 1.40 
¢ PP @ 20021321-00016C4LF 16 1.27mm 2 58R3201 0.68 
“4 <<“ @ 20021321-00020C4LF 20 1.27mm 2 58R3202 1.79 
& Receptacle - Through Hole - Vertical 
@ 20021311-00010T4LF 10 1.27mm 2 82R8648 alos 
@ 20021311-00012T4LF 12 1.27mm 2 82R8651 0.84 
@ 20021311-00016T4LF 16 1.27mm 2 82R8657 ee 
Minitek 127™ is an extensive modular range of connectors for all types of wire-to-board and board-to-board @ 20021311-00020T4LF 20 4.27mm 2 82R8663 0.30 
applications. Intermateable with other common designs. It includes straight, right angle, surface mount, and 
through hole mount versions and is available in positions up to 100. PIM_164497 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 1.27mm (0.050”) FTSH SERIES MICRO Seber i.  — | — 
Header - Surface Mount - Right Angle HEADERS pai —T— | o | =| = 
@ 20021122-00010T4LF 10 1.27mm 2 82R8162 0.51 Headers feature black liquid crystal polymer housing 
© 20021122-00012TALF 12 127mm 2 82R8168 1.18 pe iain tek tg! an 
@ 20021122-00016T4LF 16 1.27mm 2 82R8180 1.33 @ 80°C ambient. Operating temperature range: 
© 20021122-00020T4LF 20 4.27mm 2 82R8192 2.20 “55°C to +125°C. -L suffix indicates 0.25 ym (10y1") 
Header. Surface Mout Vera, Shrouded oo 
@ 20021221-00006C4LF 6 1.27mm 2 58R3192 0.47 series. 
@ 20021221-00010C4LF 10 1.27mm 2 58R3193 a 
@ 20021221-00012C4LF 12 1.27mm 2 58R3194 1.12 
@ 20021221-00016C4LF 16 1.27mm 2 58R3195 4.39 No. of Price Each 
@ 20021221-00020C4LF 20 1.27mm 2 58R3196 1.75 Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header - Surface Mount - Vertical, Unshrouded Header - Surface Mount - Horizontal 
@ 20021121-00004C4LF 4 1.27mm 2 58R3185 0.36 @ FTSH-105-01-L-DH 10 1.27mm 2 11P4813 4.89 
@ 20021121-00006C4LF 6 1.27mm 2 58R3186 0.76 Header - Surface Mount - Vertical 
@ 20021121-00008C4LF 8 1.27mm 2 58R3187 — @ FTSH-105-01-L-DV 10 1.27mm 2 11P4814 2.93 
@ 20021121-00010C4LF 10 1.27mm 2 58R3188 0.70 @ FTSH-110-01-L-DV 20 1.27mm 2 11P4829 5.44 
@ 20021121-00012C4LF 12 1.27mm 2 58R3189 ae @ FTSH-120-01-L-DV 40 1.27mm 2 11P4858 8.82 
@ 20021121-00016C4LF 16 1.27mm 2 58R3190 1.14 PIM_136025 
@ 20021121-00020C4LF 20 1.27mm 2 58R3191 2.04 
Header - Through Hole - Right Angle 1.27mm (0.050”) FTS SERIES BOARD-TO-BOARD —_—_ 
@ 20021112-00006T4LF 6 4.27mm 2 82R7706 0.33 HEADERS — eal Ets 
@ 20021112-00008T4LF 8 1.27mm 2 82R7709 = eae 
@ 20021112-00010T4LF 10 1.27mm 2 82R7712 0.24 Gee tinaian 
@ 20021112-00012T4LF 12 1.27mm 2 82R7715 0.67 
@ 20021112-00016T4LF 16 1.27mm 2 82R7721 0.20 
Header - Through Hole - Right Angle, Shrouded 
@ 20021612-00006T4LF 6 1.27mm 2 82R9602 1.62 
@ 20021612-00010T4LF 10 1.27mm 2 82R9605 1.80 
@ 20021612-00012T4LF 12 1.27mm 2 82R9608 2.54 
@ 20021612-00016T4LF 16 1.27mm 2 82R9614 230 Through Hole 
© 20021612-00020T4LF 20 1.27mm 2 82R9617 2.82 ee. Suraze Mount 
= Specifications: ® Operating Temperature Range: -55 °C to +125 °C 
@ 20021612-00026T4LF 26 1.27mm 2 82R9620 4.28 © Insulator: Black liquid crystal polymer © 01 = .120 (3,05) Post (Mates with FFSD series) 
@ 20021612-00050T4LF 50 41.27mm 2 82R9635 7.80 ® Contact: Gold plated Phosphor Bronze @ -03 = .065 (1,65) Post (Mates with CLP series) 
Header - Through Hole - Vertical © Current Rating: 1.75 A @ 80 °C ambient 
@ 20021111-00006T4LF 6 1.27mm 2 82R7562 0.53 
@ 20021111-00008T4LF 8 1.27mm 2 82R7565 0.19 
@ 20021111-00010T4LF 10 1.27mm 2 82R7568 0.97 
@ 20021111-00012T4LF 12 1.27mm 2 82R7571 0.27 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 
PC BOARD HEADERS & SOCKETS 


1.27mm (0.050”) SFM AND SFML SERIES TIGER EYE RECEPTACLES 


No. of Price Each (CONT.) 
Mfg. Part No. Contacts Pitch Rows | Stock No. 1-9+ No. of Price Each 
Header - Surface Mount - (Mates with CLP Series) Mfg. Part No. Contacts Pitch Rows Stock No. 1+ 
@ FTS-105-03-L-DV 10 1.27mm 11P4655 4.22 Receptacle - Through Hole - Locking Strip 
@ FTS-125-03-L-DV 50 1.27mm 11P4731 10.74 @ SFML-120-T1-S-D 40 1.27mm 2 11P6491 13.41 
Header - Surface Mount - (Mates with FFSD Series) @ SFML-125-01-S-D 50 1.27mm 2 411P6497 18.39 
@ FTS-105-01-L-DV 10 1.27mm 2 11P4653 2.93 @ SFML-125-T1-S-D 50 1.27mm 2 11P6495 15.39 
@ FTS-110-01-L-DV 20 1.27mm 2 29K8097 — @ SFML-145-01-S-D 90 1.27mm 2 11P6513 26.43 
Header - Through Hole - (Mates with CLP Series) @ SFML-150-T1-S-D 100 1.27mm 2 41P6515 23.50 
@ FTS-115-03-L-D 30 4.27mm 2 11P4692 7.12 PIM. 136049 
@ FTS-125-03-L-D 50 1.27mm 2 11P4730 9.76 
Header - Through Hole - (Mates with FFSD Series) 1.27mm (0.050”) TEM AND TFML SERIES TIGER EYE 
@ FTS-105-01-L-D 10 1.27mm 11P4652 3.86 HEADERS 
@ FTS-110-01-L-D 20 1.27mm 11P4671 6.64 ae 
ver Soe 
1.27mm (0.050”) FLE SERIES SURFACE MOUNT Ww 
RECEPTACLES 


RoHS _ 
Compliant 
Available 


oO us 


@ Dual-row configuration 

@ Available up to 50 pins per row 

© Tiger Beam surface mount contact design 

© 10” (0.25pm) gold plating over 50” (1.27m) 
nickel 


@ Insertion depth 0.072” (1.83mm) to 0.172” 
(4.37mm) or top pass-through 

© Insertion/withdrawal force (single contact): 1.5 oz. 
(0.42N) avg. 

© Normal force: 100 grams (0.98N) 


© Contact resistance: 15mO max. © Cycles: 100+ max. 
FLE series dual row 0.05” micro pitch surface mount sockets are ideal for pass-through applications. Feature 
black liquid crystal polymer with phosphor bronze contacts. Mates with FTSH series micro headers, FTS, FW 
terminal strips and FFMD and FMTP series cable assemblies; all ordered separately, go online or call. Current 
rating: 1.75A @ 80°C ambient. Operating temperature range -55°C to +125°C. UL recognized. 
No. of Price Each 

Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Receptacle - Surface Mount 
@ FLE-105-01-G-DV 10 1.27mm 2 6134245 4.50 
@ FLE-110-01-G-DV 20 1.27mm 2 11P4413 6.13 
@ FLE-120-01-G-DV 40 1.27mm 2 11P4422 12.28 
@ FLE-125-01-G-DV 50 1.27mm 2 11P4427 = 
@ FLE-130-01-G-DV 60 1.27mm 2 11P4432 14.66 
PIM_136041 

La 

1.27mm (0.050”) SFM AND SFML SERIES TIGER EYE Sain c 
RECEPTACLES T=! = 


RoHS _ 

Compliant 

Available 
cWdis 


Surface Mount 


TFML Series 


TFM Series 


@ Insulator Material: Black liquid crystal polymer 
© Contact: Gold plated Phosphor bronze 

© Current Rating: 2A @ 80°C ambient 

© Temperature Range: -55° to +105°C 


e TFM series mates with: SFM, SFMC, SFSD 
series 
© TFML series mates with: SFML series 


No. of Price Each 

Mfg. Part No. Contacts Pitch Rows StockNo. | 1-94 
Header - Surface Mount 
@ TFM-110-02-S-D 20 1.27mm 2 39P9500 8.09 
@ TFM-115-02-S-D 30 1.27mm 2 39P9501 10.27 
@ TFM-120-02-S-D 40 1.27mm 2 39P9502 13.68 
Header - Surface Mount - Locking 
@ TFML-110-02-S-D 20 1.27mm 2 | 12P0300 8.53 
Header - Surface Mount - Weld Tab 
@ TFM-105-02-S-D-WT 10 1.27mm 2 12P0287 4.98 
@ TFM-110-02-S-D-WT 20 1.27mm 2 12P0289 = 
Header - Through Hole - Weld Tab 
@ TFM-115-01-S-D-WT 30 1.27mm 2 |__12P0290 10.07 
PIM_136038 
2mm PIN STRIP HEADERS Seoeiae 3M 

Available 
Straight 


Right-Angle 


@ 2mmx 2mm Grid Spacing 
@ IR, Vapor and Wave Solder Compatible 


@ 0.130" High Copper Alloy Pins 

© 0.118” Long Tails 

Straight and right-angle, solder tail pin strip headers mate with wire mount and PC board mount sockets; order 
separately. Current rating: 1.5 A. Insulation resistance: 5 x 109 Q at 250 VDC. Withstanding voltage: 500 VDC 


Through Hole at sea level. Temperature range: -55°C to +105°C. 
Features: es © Current Rating: 2A No. of Price Each 
K Hb elcesi Tiger Eye contacts e Voltage Rating: 350VAC 7 : Mfg. Part No. Contacts Pitch Rows StockNo. | 1-24¢ 
ocking feature increases unmating force © Operating Temperature: -55°C to +125°C - - 
© SFML series mates with: TFML series © Contact Resistance: 15mOHMs max Header - Through Hole - Right Angle, 0.152” Pin Length 
Specifications: @ Insertion Depth: (3.05mm) .120” to (4.06mm) .160” @ 151210-7422-RB 10 2mm 2 93K6355 = 
e ial: iqui © Wiping Di y ” 
ee eee 720-4728 20 [am [2 nt | 
Tiger Eye LITE= Phosphor Bronze © Max Cycles: 10,000 @ 151250-7422-RB 50 2mm 2 93K6377 a 
@ Plating: Gold over nickel Header - Through Hole - Straight, 0.130” Pin Length 
No. of Price Each @ 151210-8322-RB 10 2mm 2 93K6356 = 
Mfg. Part No. Contacts Pitch Rows Stock No. 1+ @ 151220-8322-RB 20 2mm 2 93K6362 cos 
Receptacle - Surface Mount @ 151240-8322-RB 40 2mm 2 93K6372 = 
@ SFM-110-02-S-D 20 1.27mm 2 39P9494 9.80 Header - Through Hole - Straight, 0.152” Pin Length 
@ SFM-115-02-S-D 30 1.27mm 2 73C2453 12.43 @ 151208-8422-RB 8 2mm 2 93K6354 ee 
@ SFM-120-02-S-D 40 4.27mm 2 39P9495 15.24 @ 151212-8422-RB 12 2mm 2 93K6360 fee 
@ SFM-130-02-S-D 60 1.27mm 2 39P9497 — @ 151220-8422-RB 20 2mm 2 93K6363 — 
Receptacle - Surface Mount - Locking Strip @ 151224-8422-RB 24 2mm 2 93K6365 Res 
@ SFML-120-02-S-D 40 1.27mm 2 11P6494 16.05 @ 151240-8422-RB 40 2mm 2 93K6373 a 
Receptacle - Through Hole - Locking Strip @ 151250-8422-RB 50 2mm 2 93K6379 = 
@ SFML-110-01-S-D 20 1.27mm 2 11P6485 9.90 PIM_68568 
@ SFML-110-T1-S-D 20 1.27mm 2 11P6483 7.92 
@ SFML-115-01-S-D 30 1.27mm 2 11P6489 12.57 
@ SFML-120-01-S-D 40 1.27mm 2 11P6493 18.75 
> CONTINUED > 
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PC BOARD HEADERS & SOCKETS 


PAK20 2mm VERTICAL PC BOARDMOUNT SOCKETS 929 SERIES PIN STRIP HEADERS (CONT.) 
oi No. of Price Each 
RoHS _ Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
ween - 2 + Gee eimai Header - Through Hole - Straight, 0.410” Tail Length 
ee | HH eee 929834-03-36 36 2.54mm 1 44F7503 475 
n BE BHEBHBoaaaH @ 9297 10-03-36-RK 72 2.54mm 2 12M6426 6.19 
Header - Through Hole - Straight, 0.610” Tail Length 
SRULTIBLE BY mm (679) SPACING @ 929834-05-36-RK 36 2.54mm 1 96K5584 3.17 
@ 929665-05-36-EU 72 2.54mm 2 12M6417 11.96 
ie @ 929836-05-36-RK 72 2.54mm 2 12M6437 3.24 
v Header - Through Hole - Straight, 0.710” Tail Length 
@ 2mmx 2mm Grid Spacing © IR, Vapor and Wave Solder Compatible @ 929700-06-36-RK 36 2.54mm 1 12M6423 3.90 
© Mate with 2 mm Pin Strip Headers © 0.100" Long Tails PIM_8398 
@ High-Temperature Dielectric 
Copper alloy contacts. Current rating: 1.5 A. Insulation resistance: > 5 x 109 O at 250 VDC. Withstanding 
voltage: 500 VDC at sea level. Temperature range: -55°C to +105°C. 2300 SERIES PIN STRIP HEADERS 
No. of Price Each 3M 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 

Receptacle - Through Hole - Length (Dim. “A”) 19.86 mm 

@ 150220-6002-RB 20 2mm 2 93K6342 1.62 

Receptacle - Through Hole - Length (Dim. “A”) 23.88 mm 

@ 150224-6002-RB 24 2mm 2 93K6343 — 

Receptacle - Through Hole - Length (Dim. “A”) 25.88 mm 

@ 150226-6002-RB 26 2mm 2 93K6344 = 

Receptacle - Through Hole - Length (Dim. “A”) 39.88 mm 

@ 150240-6002-RB 40 2mm 2 93K6348 2.93 

Receptacle - Through Hole - Length (Dim. “A”) 49.89 mm 

@ 150250-6002-RB 50 2mm 2 93K6352 acm Straight and right-angle headers are available ina one-row version with 40 contacts or two-row version with 

Reoeplacie- Trough Hole Length (Dim. "A 7.67 mm a 

@ 150208-6002-RB 8 2mm 2 93K6337 — bronze pins. Black, glass-filled polyester insulation material. 100y” tin-lead plating on solder tails. Solder tail 

Receptacle - Through Hole - Length (Dim. “A”) 9.88 mm length: 0.120". Current rating: 1A. 

@ 150210-6002-RB 10 2mm 2 93K6339 = No. of Price Each 
PIM. 68569 Mfg. Part No. Contacts Pitch Rows Stock No. i+ 
et Header - Through Hole - Right Angle, 0.230” Pin Length 

2340-5111TG 40 2.54mm 1 92F1482 1.98 
929 SERIES PIN STRIP HEADERS oN 2380-5121TG 80 2.54mm 2 92F1470 3.23 
Header - Through Hole - Right Angle, 0.318” Pin Length 
Seperate 2340-5211TG 40 2.54mm 1 92F1468 2.94 
Available 2380-5221TG 80 2.54mm 2 92F1473 2.56 
A Header - Through Hole - Straight, 0.230” Pin Length 
2340-6111TG 40 2.54mm 1 92F1474 3.46 
Straight, 1 Row Right Angle, 1 Row 2380-6121TG 80 2.54mm 2 92F1478 5.22 
Straight, 2 Rows Header - Through Hole - Straight, 0.318” Pin Length 
Straight and right-angle one-row or two-row versions; 36 pins per row. Stackable. Solder standoffs facilitate 2340-6211TG 40 2.54mm 1 92F1476 3.46 
production wave soldering. Copper alloy contacts with 10” 90/10 tin plating on pin and tails. Black, glass-filled 2380-6221TG 80 2.54mm 2 92F1480 3.38 
polyester insulation. UL recognized. 
Please note: All items in this series with PN ending “EU” are gold plated and all PNs ending with “RK” PIM_8390 
are tin plated. 
No. of Price Each AMP BREAKAWAY HEADERS - UNSHROUDED 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 

Header - Through Hole - Right Angle, 0.110” Tail Length 

@ 929835-01-36-RK 36 2.54mm 1 12M6434 2.16 

@ 929838-01-36-RK 72 2.54mm 2 12M6440 2.63 Osan 

Header - Through Hole - Right Angle, 0.130” Tail Length Available 

@ 929500-01-36-RK 36 2.54mm 1 12M6407 4.12 ON 

Header - Through Hole - Right Angle, 0.405” Tail Length 

@ 929838-02-36-RK 72 2.54mm 2 12M6441 Ali 

Header - Through Hole - Straight, 0.110” Tail Length, 0.235” Pin Length © Full-stick headers break to any size needed © Copper alloy, drawn wire 0.025” (0.635) square 

© 929647-01-36-EU 7 254mm : d2Mosoy G20 ° oe lish side acl: e hans of 3 platings on contact area: 30” gold, 

@ 929834-01-36-RK 36 2.54mm 1 12M6432 Shalt © 40-positions single row and 80-positions double 15y" gold or tin-lead 

@ 929836-01-36-RK 72 2.54mm 2 12M6435 1.62 row configuration 

Header - Through Hole - Straight, 0.110" Tal Length, 0318" Pin Lenath nth ike undera Post tengis include 0.250 (5) and 0:38" (8.08) for connector maing: 0.110" (79), 

© 929700-01-36-RK 36 2.54mm 1 ‘tame422 = 0120" (3.08) and 0.125" (18) for PC board soldering 3.984” (0.156) long, pitch spacing: 0,100" (2.54 mm) 

Header - Through Hole - Straight, 0.110” Tail Length, 0.93” Pin Length rs a a | 

No. of Price Each 
© 929800-01-36-RK 36 254mm : 2MGAS = Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 

Header - Through Hole - Straight, 0.125” Tail Length Header - Through Hole - Right Angle, 2.29mm Post Length, 30u” Gold Plated 

@ 929700-11-36-RK 36 2.54mm 1 12M6424 3.05 @ 9-103765-0 40 254mm 1 028721 5.97 

Header - Through Hole - Straight, 0.130” Tail Length © 9-103801-0 80 254mm 2 16M3458 = 

@ 929400-01-36-RK 7 cai : i2Mes0g = Header - Through Hole - Right Angle, 2.79mm Post Length, 30u” Gold Plated 

Header - Through Hole - Straight, 0.145” Tail Length © 9-146305-0 40 254mm 1 716M3465 7.13 

22504 -08SOEU % 26mm L TeMGAIS G0) © 9-146308-0 80 254mm 2 feMt173 = 

© 929665-09-36-EU ie eon : L2Mos) TES) Header - Through Hole - Right Angle, 2.79mm Post Length, Tin Plated 

@ 929836-09-36-RK 72 2.54mm 2 | 12M6439 | 2.69 9-103323-0 40 2.54mm 1 16M4082 6.27 

Header - Through Hole - Straight, 0.210” Tail Length Header - Through Hole - Right Angle, 3.05mm Post Length, 15u” Gold Plated 

@ 929647-02-36-EU 36 2.54mm 1 12M6410 3.20 @ 9-103325-0 40 254mm 1 19R9705 =a 
Header - Through Hole - Straight, 0.310” Tail Length Header - Through Hole - Right Angle, 3.05mm Post Length, 30u” Gold Plated 

@ 929836-08-36-RK 72 2.54mm 2 12M6438 3.24 “eo1463040 | 40 | 254mm] 1 ] emacs] qie7 
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AMP BREAKAWAY HEADERS - UNSHROUDED (CONT.) 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 

Header - Through Hole - Right Angle, 3.05mm Post Length, Tin Plated 
@ 9-103329-0 40 2.54mm 1 04M7091 ane 
Header - Through Hole - Vertical, 2.29mm Post Length, 30u” Gold Plated 
@ 9-146285-0 40 2.54mm 1 16M3463 BE 
@ 9-146261-0 80 2.54mm 2 16M3460 3.97 
Header - Through Hole - Vertical, 2.29mm Post Length, Tin Plated 
@ 9-146282-0 40 2.54mm 1 16M3462 — 
Header - Through Hole - Vertical, 3.05mm Post Length, 15u” Gold Plated 
@ 9-146280-0 40 2.54mm 1 41P0161 3.86 
@ 5-146256-5 10 2.54mm 2 96K2484 2.03 
@ 9-146256-0 80 2.54mm 2 87K2250 7.00 
Header - Through Hole - Vertical, 3.05mm Post Length, 30u” Gold Plated 
@ 5-146281-2 2 2.54mm 1 02M0982 0.17 
@ 5-146281-3 3 2.54mm 1 73K3377 0.09 
@ 9-146281-0 40 2.54mm 1 16M3461 4.62 
@ 9-146257-0 80 2.54mm 2 58K8697 — 
Header - Through Hole - Vertical, 3.05mm Post Length, Tin Plated 
@ 4-103327-9 40 2.54mm 1 81H3969 2.78 
@ 9-146278-0 40 2.54mm 1 87K2251 ae 
@ 4-103328-5 80 2.54mm 2 52K4398 2.72 
Header - Through Hole - Vertical, 3.18mm Post Length, 15u” Gold Plated 
@ 9-146276-0 40 2.54mm 1 96M0921 0.79 
@ 9-146252-0 80 2.54mm 2 52M2082 5.68 
Header - Through Hole - Vertical, 3.18mm Post Length, 30u” Gold Plated 
@ 9-146277-0 40 2.54mm 1 68K0764 4.43 
@ 9-146253-0 80 2.54mm 2 68K0769 9.37 
Header - Through Hole - Vertical, 3.18mm Post Length, Tin Plated 
@ 9-146274-0 40 2.54mm 1 16M4088 ae 
@ 4-103322-2 80 2.54mm 2 52K4396 ane 
Header - Through Hole - Vertical, 8.08mm Post Length, 15u” Gold Plated 

4-102972-0 40 2.54mm 1 13H2985 3.40 
Header - Through Hole - Vertical, 8.08mm Post Length, Tin Plated 
@ 4-103321-8 40 2.54mm 1 52K4395 2.83 

PIM_8181 


SINGLE ROW SERIES INTERCONNECTS 


Gein . 
Compliant 
Available 


Socket 
Pin Header 
@ Interconnects Feature Straight Solder Tail © Current Rating: 4.54 
© Accept 0.030" Diameter and 0.025” Square Pins 
Mfg. part no. 800-10 pin header features 10u” gold pins. Mfg. part no. 801-43 socket features 2001” tin shells, 
30y” gold contacts/clips. Mfg. part no. 801-93 socket features 200)” tin-lead shells, 30,0” gold contacts/clips. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header - Through Hole 
@ 800-10-064-10-001000 64 2.54mm | 1 16F4815 15.62 
Header - Through Hole - Low Profile 
@ 800-10-064-10-002000 64 2.54mm 1 1705995 8.30 
Receptacle - Solder 
801-93-050-10-001000 50 2.54mm 1 16F4817 17.11 
@ 801-43-050-10-001000 50 2.54mm 1 04M4082 9.65 
Receptacle - Through Hole 
801-93-036-10-012000 36 2.54mm 1 17C6009 6.88 
801-93-064-10-002000 64 2.54mm 1 1706018 9.28 
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TE CONNECTIVITY’S AMP AMPMODU® SYSTEM 50 
HEADERS AND RECEPTACLES 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


@ Thru-Hole Mount 
@ Single and Dual Row 


Black thermoplastic housing flammability rated UL94V-0. Phosphor bronze contacts plated gold 30y” in mating 


> CONTINUED > 


© 0.100” (2.54mm) Termination Post Length 
@ 0.100" (2.54mm) Centerline 


1.800.463.9275 © newark.com 


CONNECTORS & ACCESSORIES 


PC BOARD HEADERS & SOCKETS 


TE CONNECTIVITY’S AMP AMPMODU® SYSTEM 50 HEADERS AND 


RECEPTACLES (CONT.) 
area. Tin-lead plating in contact termination area. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 4-24* 
Header - Surface Mount - Shrouded, Vertical 
@ 5-104549-2 20 1.27mm 2 52K4435 5.51 
@ 5-104549-6 40 1.27mm 2 16M3957 = 
@ 5-104549-7 50 1.27mm 2 §2K4437 = 
@ 5-104549-9 80 1.27mm 2 52K3698 31.52 
@ 6-104549-0 100 1.27mm 2 52K3789 23.57 
Header - Through Hole - Right-Angle 
@ 5-104118-1 50 41.27mm 2 16M3949 7.07 
Header - Through Hole - Shrouded, Vertical, Fig. 2 
@ 5-104071-8 6 0.05" 1 21M6744 = 
@ 5-104071-1 10 1.27mm 1 52K3685 1.25 
@ 6-104071-1 12 0.05” 1 52K3787 2.23 
@ 5-104071-4 20 1.27mm 1 52K3687 6.08 
@ 5-104071-5 25 0.05" 1 52K3688 10.59 
@ 5-104068-1 20 1.27mm 2 52K4422 = 
@ 5-104068-4 40 1.27mm 2 52K4424 8.61 
@ 5-104068-6 60 1.27mm 2 52K4426 20.18 
@ 6-104068-8 68 1.27mm 2 52K3784 17.93 
@ 6-104068-6 80 1.27mm 2 52K4453 = 
@ 6-104068-7 100 4.27mm 2 52K4454 30.26 
Header - Through Hole - Shrouded with PC Board Retention, Right-Angle, Fig. 1 
@ 5-104074-7 4 1.27mm 1 16M3947 = 
@ 5-104074-8 6 0.05” 1 40P9471 = 
@ 6-104074-0 8 0.05” 1 40P9901 3.07 
@ 6-104074-1 12 1.27mm 1 §2K3788 1.46 
@ 5-104074-3 15 1.27mm 1 52K3692 1.97 
@ 5-104069-1 20 41.27mm 2 52K3684 3.12 
@ 6-104069-2 24 1.27mm 2 52K3785 7.45 
@ 5-104069-5 30 1.27mm 2 §2K4429 3.97 
@ 5-104069-6 40 1.27mm 2 52K4430 14.52 
@ 5-104069-3 80 1.27mm 2 52K4428 27.96 
Header - Through Hole - Vertical 
@ 5-104178-6 10 1.27mm 1 16M3952 0.77 


@ 6-104178-1 20 1.27mm 1 16M4055 2.68 
@ 6-103916-1 40 4.27mm 2 16M4051 4.93 
Receptacle - Cable-to-Board 

@ 487544-3 6 1.27mm 1 13H5985 1.26 
Receptacle - Cable-to-Board, Latch Style 

@ 487545-1 4 1.27mm 1 13H5988 — 
@ 487545-2 5 1.27mm 1 13H5989 2.02 
@ 487545-5 8 1.27mm 1 3100055 1.56 
@ 487545-7 10 1.27mm 1 88F5214 1.16 
Receptacle - Surface Mount - Vertical 

@ 5-104550-5 40 4.27mm 2 16M3960 aS 
@ 5-104550-6 50 1.27mm 2 16M3961 9.87 
Receptacle - Through Hole - Vertical, Fig. 3 

@ 5-104078-3 10 1.27mm 2 16M3948 1.91 
@ 5-104078-1 20 1.27mm 2 52K4431 = 
Receptacle - Through Hole - with PC Board Retention, Right-Angle 

@ 5-103911-5 | 40 1.27mm 2 16M3938 — 


PIM_75481 


AMPMODU MOD II HEADERS 


© Vertical and right-angle versions 
available 

@ Phosphor Bronze 0.025” (0.635) 
square post contacts 

© Contact area plating : 30” gold, 
15” gold or tin 

All feature a flame-retardant, black 

thermoplastic housing, 94V-0 rated. 

Post lengths include 0.318” (8.08) for 

connector mating; 0.125” (3.18) for PC 

board soldering, pitch spacing: 0.100" 

(2.54 mm) 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


No. of Price Each 

Mfg. Part No. Contacts Pitch Rows StockNo. | 4-24* 
Header - Surface Mount - Vertical, 30u” Gold Plating 
@ 5-146130-4 10 2.54mm 2 72K7733 hv. 
Header - Through Hole - Right Angle, 15u” Gold Plating 
@ 87233-2 2 2.54mm 1 16H8621 0.99 
@ 87230-4 8 2.54mm 2 2007721 0.65 
@ 1-87230-0 20 2.54mm 2 52F5513 3.98 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


PC BOARD HEADERS & SOCKETS 


AMPMODU MOD II HEADERS (CONT.) AMPMODU MOD II SHROUDED HEADERS (CONT.) 
No. of Price Each No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-24+ Mfg. Part No. Contacts Pitch Rows Stock No. 1-24+ 
Header - Through Hole - Right Angle, 30u” Gold Plating Header, Through Hole, Copper Alloy, Gold, Vertical, 3.3 mmTail Length 
@ 87232-3 3 2.54mm 1 16H8620 1.36 @ 5-103414-5 7 2.54mm 1 04R6573 1.92 
@ 86479-3 10 2.54mm 2 16H8538 5.45 @ 5-102202-5 8 2.54mm 1 40P9391 1.61 
@ 86479-1 20 2.54mm 2 24C0656 11.00 @ 5-102202-7 10 2.54mm 1 40P9393 — 
Header - Through Hole - Vertical, 15u” Gold Plating @ 5-103414-8 10 2.54mm 1 40P9430 2d 
@ 87224-1 1 2.54mm 1 90F4421 0.43 @ 6-103414-0 12 2.54mm 1 40P9893 2.43 
@ 87224-4 4 2.54mm 1 90F4429 0.82 @ 6-102202-1 14 2.54mm 1 40P9879 2.58 
@ 87224-5 5 2.54mm 1 90F4554 -— Header, Through Hole, Copper Alloy, Tin , Vertical, 3.3 mmTail Length 
@ 87224-6 6 2.54mm 1 90F4557 es @ 5-103080-1 3 2.54mm 1 28M4487 = 
@ 87224-7 7 2.54mm 1 90F4558 = Header, Through Hole, Phosphor Bronze, Gold 
@ 87224-8 8 2.54mm 1 90F4560 2.14 @ 5-102618-6 16 2.54mm 2 40P9405 4.69 
@ 1-87224-0 10 2.54mm 1 66F9173 4.36 Header, Through Hole, Phosphor Bronze, Gold, Right Angle 
@ 2-87224-0 20 2.54mm 1 26C0081 9.71 @ 5-103361-1 3 2.54mm 1 79K2824 ae 
@ 87227-1 2 2.54mm 2 90F4652 _ @ 5-103361-2 4 2.54mm 1 16M3114 = 
@ 87227-2 4 2.54mm 2 90F4654 — @ 5-103166-1 6 2.54mm 2 16M3112 1.85 
© 87227-3 6 2.54mm 2 90F4667 1.96 @ 5-103166-2 8 2.54mm 2 74M8237 2.14 
@ 87227-4 8 2.54mm 2 74M8239 Boe Header, Through Hole, Phosphor Bronze, Gold, Right Angle, 2.79 mmTail Length 
@ 87227-5 10 2.54mm 2 90F4659 605 @ 8-102203-4 3 2.54mm 1 41P0049 2.70 
@ 87227-6 12 2.54mm 2 55M6758 3.14 @ 5-103361-3 5 2.54mm 1 40P9425 2.25 
@ 87227-7 14 2.54mm 2 90F4642 B25 @ 5-102203-3 6 2.54mm 1 40P9396 0.88 
@ 87227-8 16 2.54mm 2 92B9744 6.13 @ 5-103361-4 6 2.54mm 1 40P9426 —_ 
@ 1-87227-0 20 2.54mm 2 90F4632 Sls @ 5-103361-5 7 2.54mm 1 22R4484 2.64 
@ 1-87227-3 26 2.54mm 2 90F4636 8.87 @ 5-103361-8 10 2.54mm 1 40P9428 3.03 
@ 2-87227-5 50 2.54mm 2 12H4502 9.73 1-102203-1 14 2.54mm 1 97F8612 a 
Header - Through Hole - Vertical, 30u” Gold Plating Header, Through Hole, Phosphor Bronze, Gold, Right Angle, 3.43 mmTail Length 
@ 87220-1 1 2.54mm 1 90F4438 — @ 5-102617-2 8 2.54mm 2 44P2694 2.02 
@ 87220-2 2 2.54mm 1 90F4423 1.73 102570-3 10 2.54mm 2 90F4105 1.40 
@ 87220-4 4 2.54mm 1 90F4428 2.02 @ 5-103167-2 10 2.54mm 2 56P4976 2.00 
@ 87220-5 5 2.54mm 1 19R9681 = @ 5-102617-4 12 2.54mm 2 46P6114 2.50 
@ 87220-6 6 2.54mm 1 90F4556 2.62 @ 5-103166-4 12 2.54mm 2 14N3980 3.51 
@ 87220-8 8 2.54mm 1 90F4559 2.89 @ 5-102617-5 14 2.54mm 2 40P9402 4.38 
@ 1-87220-0 10 2.54mm 1 90B6931 5.04 @ 5-102570-6 16 2.54mm 2 40P9400 _ 
@ 2:87220-0 20 2.54mm 1 17H3113 11.35 103167-7 20 2.54mm 2 92F8364 77 
@ 1-87215-0 2 2.54mm 2 90F4651 2.02 @ 5-103166-8 20 2.54mm 2 40P9417 4.17 
@ 1-87215-1 4 2.54mm 2 66H6768 2.38 @ 6-103166-8 20 2.54mm 2 93K7737 6.40 
@ 1-87215-2 6 2.54mm 2 90F4666 2.54 Header, Through Hole, Phosphor Bronze, Gold, Vertical 
@ 87215-1 8 2.54mm 2 90F4671 4.35 @ 5-103168-1 6 2.54mm 2 16M3113 1.78 
@ 87215-2 10 2.54mm 2 90F4658 _ @ 5-103168-3 10 2.54mm 2 87K2238 == 
@ 87215-3 12 2.54mm 2 90F4664 3.71 @ 5-102618-4 12 2.54mm 2 74M8236 1.43 
@ 87215-5 16 2.54mm 2 16H8616 eZG: @ 7-102619-3 50 2.54mm 2 19R7090 12.10 
@ 87215-7 20 2.54mm 2 90F4631 7.00 Header, Through Hole, Phosphor Bronze, Gold, Vertical, 3.18 mmTail Length 
Plug - Through Hole - Vertical, 15u” Gold Plating 103169-1 6 2.54mm 2 50B447 1.79 
@ 87224-2 2 2.54mm 1 90F4424 0.96 @ 5-103168-2 8 2.54mm 2 53M4745 = 
@ 87224-3 3 2.54mm 1 50F752 0.94 @ 5-103169-2 8 2.54mm 2 18R7762 2.51 
PIM_116730 @ 5-102618-3 10 2.54mm 2 40P9404 = 
@ 5-102619-3 10 2.54mm 2 40P9406 1.00 
AMPMODU MOD II SHROUDED HEADERS © 5-102618-5 4 2.64mm 2 15P4517 2.34 
@ 0.100" (2.54mm) Centers = TE @ 5-103168-5 14 2.54mm 2 40P9420 2.30 
° Vertical and right-angle versions available connectivity @ 5-103168-6 16 2.54mm 2 40P9421 0.65 
o:instetonedtseree: 8000 neqehme-niinirh amonzeoosrenvron _@ 5-103169-6 16 2.54mm : opsazs | 4.09 
initial RoHS @ 5-102618-8 20 2.54mm 2 10M8815 4.79 
oe vewiheaninpemae TO nie Sern © 5-102619-8 20 254mm 2 40P9407 = 
° Ohentng temperature: -65°C to +105°C. A G © 5-103168-8 20 254mm 2 dgb7ste 2.48 
© Current rating: 3A @ 6-102618-0 24 2.54mm 2 19R3472 5.83 
The AMPMODU interconnection system provides @ 6-102619-0 24 2.54mm 2 48M4362 5.80 
interconnections with a unique modular concept, © 6-103168-0 4 254mm 2 40P9891 5.14 
utilizing precision formed receptacle contacts 
and mating posts. The 0.025 [0.64] square @ 6-102618-1 26 2.54mm 2 29M8201 4.33 
interconnection system is rated at 3 A per contact. @ 6-103168-1 26 2.54mm 2 53M2991 4.42 
foes Ta a ee and platings on mating area. Headers avaialble with @ 6-102619-8 ” eon 7 Boba? 6.92 
0.066 [1.68] and 0.150 [3.81] end dimensions. © 6-103168-8 40 2.54mm 2 19R3523 6.91 
jig of Price Each @ 7-102618-3 50 2.54mm 2 23R1616 8.00 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-244 @ 7-103168-3 50 2.54mm 2 19R7114 5.76 
Header, Through Hole, Brass, Gold, Vertical Header, Through Hole, Phosphor Bronze, Tin , Vertical, 3.18 mmTail Length 
@ 8-102202-4 3 2.54mm 1 87K2249 0.68 @ 5-87589-2 12 2.54mm 2 19R0782 dev, 
@ 5-102202-1 4 2.54mm 1 87K2237 1.65 PIM_165107 
Header, Through Hole, Copper Alloy, Gold, Vertical 
@ 5-103414-1 3 2.54mm 1 87K2239 147 
@ 5-103414-3 5 2.54mm 1 16M3115 1.03 
@ 5-103414-6 8 2.54mm 1 16M3116 2.26 
Header, Through Hole, Copper Alloy, Gold, Vertical, 3.3 mmTail Length 
@ 5-102202-2 5 2.54mm 1 40P9389 0.76 
@ 5-102202-4 7 2.54mm 1 40P9390 1.87 
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AMPMODU MOD. II AND MOD. IV PC BOARD RECEPTACLES 


2 Rows 

0.100” Centers 

Black Flame-Retardant Housing 

Rated UL94V-0 

UL Recognized, CSA Certified 

Vertical mount PC board receptacle assemblies, 
double row. Phosphor bronze contacts plated 30” 
gold on contact area, tin on solder area with full 
nickel underplate. 


= 7E 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 

Receptacle - Through Hole - Closed Entry, Horizontal 
@ 5535676-5 6 2.54mm 52K3776 = 
@ 6-5535512-4 10 2.54mm 2 52K3809 eas 
@ 5-532956-2 16 2.54mm 2 40P9550 2.82 
Receptacle - Through Hole - Closed Top Entry 
@ 5-534206-1 2 2.54mm 2 16M3162 0.53 
@ 5-534206-3 6 2.54mm 2 52K3740 0.79 
@ 5-534206-4 8 2.54mm 2 52K3741 =~ 
@ 5-534206-5 10 2.54mm 2 52K3742 = 
@ 5-534206-7 14 2.54mm 2 67K2492 2.70 
@ 5-534206-9 18 2.54mm 2 16M3164 3.35 
@ 6-534206-0 20 2.54mm 2 52K4455 = 
@ 6-534206-2 24 2.54mm 2 52K4456 4.78 
@ 6-534206-3 26 2.54mm 2 57K9755 3.10 
@ 6-534206-4 28 2.54mm 2 52K3793 = 
@ 6-534206-5 30 2.54mm 2 52K3794 7.87 
@ 6-534206-7 34 2.54mm 2 52K4457 5.36 
@ 6-534206-9 38 2.54mm 2 16M3397 6.71 
@ 7-534206-0 40 2.54mm 2 52K4540 UME 
@ 7-534206-5 50 2.54mm 2 52K4541 5.09 
@ 8-534206-2 64 2.54mm 2 52K3940 Adeaiz, 
Receptacle - Through Hole - Closed Top Entry, Low Profile 
@ 5-535541-1 3 2.54mm il 16M3166 = 
@ 5-535541-2 4 2.54mm 1 16M3167 0.98 
@ 5-535541-3 5 2.54mm 1 16M3168 1.79 
@ 5-535541-4 6 2.54mm 1 16M3169 2.64 
@ 5-535541-6 8 2.54mm 1 16M1175 = 
@ 5-535541-8 10 2.54mm 1 52K3751 0.52 
@ 6-535541-8 20 2.54mm 1 52K3807 3.14 
@ 5-534998-4 8 2.54mm 2 52K3748 2.50 
@ 5-534998-5 10 2.54mm 2 71K0459 ex 

534998-5 10 2.54mm 2 95B1638 2.06 
@ 5-534998-6 12 2.54mm 2 16M3165 2.55 
@ 5-534998-7 14 2.54mm 2 52K3749 0.97 
@ 5-534998-8 16 2.54mm 2 52K3750 4.65 
@ 6-534998-0 20 2.54mm 2 52K3799 = 
@ 6-534998-3 26 2.54mm 2 52K3801 = 
@ 6-534998-7 34 2.54mm 2 52K3804 272 
@ 7-534998-0 40 2.54mm 2 52K4542 10.61 
@ 7-534998-5 50 2.54mm 2 52K3927 = 
@ 8-534998-0 60 2.54mm 2 52K3941 11.53 
Receptacle - Through Hole - Closed Top Entry End Stackable 
@ 5-534237-1 3 2.54mm 1 39P9514 = 
@ 5-534237-2 4 2.54mm 1 40P9556 2.06 
@ 5-534237-3 5 2.54mm 1 18R9351 AE 
@ 5-534237-4 6 2.54mm dl 62M8851 - 
@ 5-534237-5 4 2.54mm 1 18R9352 as 

534237-6 8 2.54mm 1 26R1440 0.88 
@ 5-534237-6 8 2.54mm 1 52K3745 1.57 
@ 5-534237-8 10 2.54mm 1 52K3746 0.47 
@ 6-534237-1 13 2.54mm 1 19R5176 2.30 

1-534237-4 16 2.54mm 1 85C0378 4.25 

PIM_8082 


AMPMODU MOD. IV WIRE-APPLIED HOUSINGS 


Single and double row housings of flame-retardant black 
thermoplastic; 0.100” (2.54) centers. Accept crimp snap-in 
contacts, ordered separately. Center polarized versions 
mate with AMP-LATCH® universal ejection headers; 
ordered separately. 


1.800.463.9275 © newark.com 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 
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AMPMODU MOD. IV WIRE-APPLIED HOUSINGS (CONT.) 


CONNECTORS & ACCESSORIES 
PC BOARD HEADERS & SOCKETS 


| No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Receptacle, Crimp, Non-Polarized Housings, Stamped 
@ 87499-3 2 2.54mm 1 90F7735 1.65 
@ 87499-5 3 2.54mm 1 90F7736 0.40 
@ 87499-7 4 2.54mm 1 90F7737 0.98 
@ 1-87499-1 6 2.54mm 1 90F7739 -- 
@ 1-87499-3 8 2.54mm 1 90F7740 1.16 
@ 1-87499-7 10 2.54mm 1 90F4896 0.92 
@ 2-87499-1 12 2.54mm 1 90F4897 0.82 
Receptacle, Crimp, Non-Polarized Housings, Unstamped 
@ 5-87456-0 4 2.54mm 2 90F4123 ae 
@ 87456-2 6 2.54mm 2 90F4124 = 
@ 87456-4 8 2.54mm 2 90F4125 = 
@ 87456-6 10 2.54mm 2 90F4126 1.65 
@ 87456-8 12 2.54mm 2 90F4127 = 
@ 1-87456-2 16 2.54mm 2 90F4129 = 
Receptacle, Crimp, Polarized Housings, Stamped 
@ 87977-3 | 10 2.54mm 2 34B2497 1.53 
Receptacle, Crimp, Polarized Housings with Detent Latching, Stamped 
@ 102241-1 3 2.54mm 1 90F4910 0.70 
Receptacle, Crimp, Polarized Housings with Detent Latching, Unstamped 
@ 102241-2 4 2.54mm 1 90F4911 0.48 
@ 102241-4 6 2.54mm 1 90F4869 0.66 
@ 102241-6 8 2.54mm 1 90F4871 1.17 
@ 102241-8 10 2.54mm 1 90F4873 0.54 
@ 1-102241-0 12 2.54mm 1 90F4874 1.19 
@ 87631-2 6 2.54mm 2 90F4382 1.43 
@ 87631-4 8 2.54mm 2 90F4383 1.64 
@ 87631-6 10 2.54mm 2 90F4384 lee 
@ 1-87631-2 16 2.54mm 2 90F4369 = 
Receptacle, Non-Polarized Housings, Stamped 
@ 87499-9 a 2.54mm 1 90F7738 = 
@ 87499-1 7 2.54mm 1 83F4540 1.16 
@ 1-87499-5 9 2.54mm 1 90F4895 ae 
@ 1-87499-9 11 2.54mm 1 33B3908 ae 
@ 2-87499-3 13 2.54mm 1 90F4898 1.42 
@ 2-87499-5 14 2.54mm 1 90F4899 1.24 
@ 2-87499-7 15 2.54mm 1 33B6803 Deals) 
@ 2-87499-9 16 2.54mm 1 90F4900 qe 
@ 3-87499-7 20 2.54mm 1 90F4901 0.49 
@ 87456-1 6 2.54mm 2 90F4941 = 
@ 87456-7 12 2.54mm 2 90F4944 0.96 
@ 87456-9 14 2.54mm 2 90F4945 eee 
@ 1-87456-9 24 2.54mm 2 88F5169 1.12 
@ 2-87456-1 26 2.54mm 2 92F8379 2.52 
@ 2-87456-5 30 2.54mm 2 33B6798 = 
@ 2-87456-9 34 2.54mm 2 88F2843 3.51 
@ 3-87456-5 40 2.54mm 2 33B8140 ee! 
@ 3-87456-9 50 2.54mm 2 66F9147 = 
Receptacle, Non-Polarized Housings, Unstamped 
@ 87499-4 2 2.54mm 1 90F4903 0.36 
@ 87499-6 3 2.54mm 1 92F8383 0.24 
@ 87499-8 4 2.54mm 1 90F4904 0.38 
@ 1-87499-0 5 2.54mm 1 66F2885 0.26 
@ 1-87499-2 6 2.54mm 1 66F3112 0.37 
@ 87499-2 7 2.54mm 1 90F4905 0.52 
@ 1-87499-4 8 2.54mm 1 33B3907 0.54 
@ 1-87499-8 10 2.54mm 1 90F4907 Eee 
@ 3-87499-4 18 2.54mm 1 33B8142 Bee 
@ 5-87499-8 30 2.54mm 1 33B9382 4.29 
@ 1-87456-0 14 2.54mm 2 90F4128 = 
@ 1-87456-4 18 2.54mm 2 90F4946 3.81 
@ 1-87631-6 20 2.54mm 2 90F4371 = 
@ 1-87456-6 20 2.54mm 2 90F4947 2.37 
@ 2-87456-0 24 2.54mm 2 90F4948 2.01 
@ 2-87456-2 26 2.54mm 2 90F4949 1.40 
@ 2-87456-4 28 2.54mm 2 90F4950 2.58 
@ 2-87456-6 30 2.54mm 2 90F4951 1.73 
@ 3-87456-0 34 2.54mm 2 90F4952 3.29 
@ 3-87456-6 40 2.54mm 2 90F4953 4.58 
@ 4-87456-0 50 2.54mm 2 90F4937 2.36 
@ 5-87456-2 60 2.54mm 2, 90F4938 Te 
> CONTINUED > 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


PC BOARD HEADERS & SOCKETS 


AMPMODU MOD. IV WIRE-APPLIED HOUSINGS (CONT.) Pin & Socket Connector Housings (CONT.) 
No. of Price Each No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ Mfg. Part No. Positions Rows Stock No. 1-9+ 
Receptacle, Non-Polarized Housings for Locking Clip Contacts, Stamped Receptacle, Short Point, Non-Polarized 
@ 1-87175-3 6 2.54mm 1 10H5266 2.08 @ 104482-6 14 2 66F6331 1.00 
@ 87133-7 6 2.54mm 2 73C9420 2.05 @ 104482-7 16 2 66F6332 iil) 
@ 87133-5 10 2.54mm 2 92F8343 1.69 @ 104482-9 20 2 66F6334 0.65 
@ 1-87133-1 12 2.54mm 2 9400550 = @ 1-104482-5 34 2 66F6340 Has 
Receptacle, Non-Polarized Housings for Locking Clip Contacts, Unstamped @ 1-104482-8 40 2 66F6343 0.94 
@ 87175-8 3 2.54mm 1 95F1791 — PIM_5511661 
@ 1-87175-2 5 2.54mm 1 93F7078 1.26 
@ 1-87175-4 : 254mm 1 SOnISIE 2.14 AMPMODU CRIMP SNAP-IN MOD. IV PIN AND RECEPTACLE 
@ 1-87175-6 7 2.54mm 1 10H5268 3.58 CONTACTS 
@ 1-87175-8 8 2.54mm 1 10H5269 0.95 
@ 2-87175-0 9 2.54mm 1 89C0687 0.84 AUTHORIZED DISTRIBUTOR 
© 87733-4 26 2.54mm 2 2807451 3.35 Osan 
Receptacle, Polarized Housings, Short Point, Stamped Available 
@ 104483-9 14 2.54mm 2 66F6354 0.85 
@ 104483-3 20 2.54mm 2 66F6348 1.417 
Receptacle, Polarized Housings, Stamped 
@ 87977-1 6 2.54mm 2 34B2495 1.30 
@ 2-87977-9 8 2.54mm 2 33B6809 1.28 a Receptacle 
© 8797-5 14 2.54mm 2 19H8418 2.49 Crimp hand tools ordered separately 
Receptacle, Polarized Housings, Unstamped Contact Contact Price Each 
© 8797-2 8 254mm 2 eab2808 1.48 Mig. Part No. | Wire Size, AWG Material Plating Stock No. | __ 1-9 
Receptacle, Polarized Housings with Detent Latching, Stamped Pin - Crimp 
© 102241-3 5 254mm f SUE se O38 @ 5-102107-3 | 22 AWG to 26AWG | Phosphor Bronze | Tin Plated Contacts | 16M3109 = 
@ 102241-5 7 2.54mm 1 90F4870 0.16 @ 102107-2 | 22 AWG to 26AWG | Phosphor Bronze | Gold Plated Contacts | 90F3868 | 0.66 
@ 102241-7 9 2.54mm 1 90F4872 0.46 @ 102095-2 | 22 AWG to 26AWG | Phosphor Bronze | Gold Plated Contacts | 3383948 0.42 
© 87631-3 8 2.54mm 2 90F4361 2.61 @ 160679-1 | 22 AWG to 26 AWG | Phosphor Bronze | Gold Plated Contacts | 50B491 1.23 
© 87631-5 10 2.54mm 2 SUR a362 0.84 @ 102107-1 | 22 AWG to 26 AWG | Phosphor Bronze | Gold Plated Contacts | 90F3870 | 0.36 
@ 87631-7 12 2.54mm 2 90F4363 _ Socket - Crimp 
© 87631-9 14 2.54mm 2 90F4364 1.40 © 87191-1 | 28AWG to 30AWG | Phosphor Bronze | Gold Plated Contacts | 52F5443 0.62 
© 1-87631-3 18 2o4mim e330 0.40 @ 5-104481-6 | 28AWG to 32AWG| CopperAlloy | Tin Plated Contacts | 1631421 0.10 
@ 1-87631-5 20 2.54mm 2 904366 = @ 1-104481-1 | 28AWG to 32AWG| Copper Alloy | Gold Plated Contacts | 52K3247 | 0.10 
© 2-87631-1 26 2.54mm 2 SOF 824 = @ 1-104481-2 | 28AWG to 32AWG| CopperAlloy | Gold Plated Contacts | 01Me524| 0.14 
@ 2-87631-9 34 2.54mm 2 90F4354 eS @ 1-104481-3 | 28AWG to 32AWG | CopperAlloy | Gold Plated Contacts | 52K3248 0.15 
© 3-87631-5 40 2.54mm 2 904356 2.20 @ 103455-2 | 27 AWG to 32 AWG | Phosphor Bronze | Gold Plated Contacts | 92F1077 | 0.48 
© 4-87631-1 50 2.54mm 2 EUS = @ 103455-1 | 27 AWG to 32 AWG | Phosphor Bronze | Gold Plated Contacts | 9784604 | _0.32 
Receptacle, Polarized Housings with Detent Latching, Unstamped @ 5-102316-6 | 27 AWG to 32AWG | Copper Alloy Gold Plated Contacts | 64M1345 0.09 
@ 1-102241-2 14 254mm 1 90K2875 ae @ 6-102316-4 | 27 AWG to 32AWG | CopperAlloy | Gold Plated Contacts | 52K3778 | _0.30 
© 1-87631-0 i 2.54mm 2 SOF AS08 1.73 @ 102917-2 | 27 AWG to 32 AWG | Beryllium Copper | Gold Plated Contacts | 90F5083 = 
© 8792-4 16 2.54mm 7 90R A765 4.45 @ 102917-1 | 27 AWG to 32 AWG | Beryllium Copper | Gold Plated Contacts | 85¢5016 | 0.29 
© 2:87631-0 24 254mm 2 EE = @ 102128-2 | 22 AWG to 26AWG | Phosphor Bronze | Tin Plated Contacts | 90F4137 | 0.34 
© 3:87631-0 34 2pemm pORsITS 3.15 © 87809-2 | 22AWG to 26AWG | Phosphor Bronze | Tin Plated Contacts | 90F4133 | 0.13 
© 3-87631-6 40 2.54mm 2 SOF 4358 3.59 @ 5-87165-2 | 22AWG to 26 AWG | Phosphor Bronze | Tin Plated Contacts | 16M3978 | 0.41 
Receptacle, Polarized Housings with Flange, Stamped @ 280530-1 | 22 AWG to 26 AWG | Phosphor Bronze | Gold Plated Contacts | 12H8085 0.12 
@ 104422-1 16 2.54mm 2 3384415 1.55 @ 87809-1 | 22 AWG to 26 AWG | Phosphor Bronze | Gold Plated Contacts | 2209410 = 
Mfg. Part No. Type With Stock No.| 1-1-9+ @ 102128-1 22 AWG to 26 AWG | Phosphor Bronze | Gold Plated Contacts | 90F4138 0.40 
@ 87077-2 Keying Plug Ampmodu 0.100” Housings 50F724 0.23 @ 181270-1 22 AWG to 26 AWG | Phosphor Bronze | Gold Plated Contacts | 39K1405 0.74 
91084-1 ia Ampmodu Locking Clip Contacts 50F746 61.88 @ 87756-7 22 AWG to 26AWG | Copper Alloy Tin Plated Contacts | 90F5084 = 
@ 87077-1 Keying Plug AMPMODU IV Series Housings 66F1617 0.20 @ 87756-6 22 AWG to 26AWG | Copper Alloy Tin Plated Contacts | 90F3574 0.08 
@ 87710-1 | Strain Relief/Pull Tab | 20 position & larger AMPMODU Mod IV} 91B3642 = 1-87756-6 | 22AWGto26AWG | CopperAlloy | Nickel Plated Contacts | 90F5085 0.57 
Connectors @ 5-103171-5 | 22AWG to 26AWG | Copper Alloy | Gold Plated Contacts | 52K3682 0.71 
PIM S078 © 6-87756-6 | 22AWGto26AWG| CopperAlloy | Gold Plated Contacts | 52K3818 | 0.52 
@ 6-87756-8 | 22 AWG to 26 AWG Copper Alloy Gold Plated Contacts | 52K3820 0.40 
Pin & Socket Connector Housings @ 5-103171-1 | 22AWG to 26AWG | CopperAlloy | Gold Plated Contacts | 52K3680 0.08 
No. of Price Each @ 5-103171-4 | 22 AWG to 26AWG | Copper Alloy Gold Plated Contacts | 52K3681 0.34 
Mfg. Part No. Positions Rows Stock No. 1-9+ @ 87756-5 22 AWG to 26AWG | Copper Alloy Gold Plated Contacts | 18C0247 0.29 
Receptacle @ 1-104480-3 | 22 AWG to 26 AWG Copper Alloy Gold Plated Contacts | 70M8599 0.25 
@ 102387-1 10 2 90F4757 2.09 @ 87667-3 22 AWG to 26 AWG | Beryllium Copper | Tin Plated Contacts | 90F5668 0.27 
@ 102387-3 16 2 90F4759 2.31 @ 87666-3 22 AWG to 26 AWG | Beryllium Copper | Tin Plated Contacts | 90F6256 0.28 
@ 102387-4 20 2 90F4760 3.51 @ 102548-6 | 22 AWG to 26 AWG | Beryllium Copper | Gold Plated Contacts | 92F1076 0.42 
@ 102387-5 24 2 90F4535 3.33 @ 87667-5 22 AWG to 26 AWG | Beryllium Copper | Gold Plated Contacts | 90F5669 = 
@ 102387-6 26 2 90F4536 eo) @ 87666-2 22 AWG to 26 AWG | Beryllium Copper | Gold Plated Contacts | 90F6257 0.54 
@ 102387-7 30 2 98F6315 2.94 @ 102548-5 22 AWG to 26 AWG | Beryllium Copper | Gold Plated Contacts | 10H6237 0.55 
@ 102387-8 34 2 90F4537 5.53 @ 87666-5 22 AWG to 26 AWG | Beryllium Copper | Gold Plated Contacts | 34B2492 0.21 
@ 102387-9 40 2 90F4538 3.94 @ 87667-2 22 AWG to 26 AWG | Beryllium Copper | Gold Plated Contacts | 90F7741 1.33 
@ 1-102387-0 50 2 90F4539 A477 @ 87667-1 22 AWG to 26 AWG | Beryllium Copper | Gold Plated Contacts | 95F2327 0.84 
@ 1-102387-1 60 2 90F4540 9.37 @ 1-87309-3 | 20 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 90F3790 0.11 
@ 1-102387-2 64 2 98F6620 5.51 @ 87309-8 20 AWG to 24 AWG | Phosphor Bronze |_ Tin Plated Contacts | 90F4135 0.09 
Receptacle, Short Point, Non-Polarized @ 87309-9 20 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 90F4136 0.51 
@ 104482-4 10 2 66F6329 1.30 @ 1-87309-4 | 20 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 90F3791 0.61 
@ 104482-5 12 2 66F6330 0.98 @ 1-104479-0 | 20 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 52K3240 0.08 
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PC BOARD HEADERS & SOCKETS 


AMPMODU LEVEL V IDC CRIMP HOUSINGS AND COVERS (CONT.) 


For Use Price Each 


Mfg. Part No. Type With Stock No.| 1-1-24+ 


| Contact Contact Price Each 
Mfg. Part No. | Wire Size, AWG Material Plating Stock No. 1-9+ 
Socket - Crimp 
@ 87523-6 20 AWG to 24AWG | Copper Alloy Tin Plated Contacts | 90F5670 = 
@ 87523-5 20 AWG to 24 AWG Copper Alloy Tin Plated Contacts | 90F6258 0.30 
@ 104479-8 20 AWG to 24 AWG Copper Alloy Tin Plated Contacts | 52K3413 0.08 
@ 1-104479-1 | 20 AWG to 24 AWG Copper Alloy Tin Plated Contacts | 16M2617 0.12 
4-87523-9 | 20 AWG to 24 AWG Copper Alloy Gold Plated Contacts | 90F5672 0.37 
@ 2-87523-4 | 20AWGto24AWG | CopperAlloy | Gold Plated Contacts | 52K3486 = 
@ 6-87523-9 | 20AWG to 24 AWG Copper Alloy Gold Plated Contacts | 52K3816 0.33 
104479-7 20AWG to24AWG | CopperAlloy | Gold Plated Contacts | 26R1436 0.31 
@ 1-104479-3 | 20 AWG to 24 AWG Copper Alloy Gold Plated Contacts | 52M9778 0.31 
@ 2-87195-4 | 20AWGto24AWG | CopperAlloy | Gold Plated Contacts | 52K3483 0.10 
@ 2-87523-3 | 20 AWG to 24 AWG Copper Alloy Gold Plated Contacts | 52K3485 0.13 
@ 6-87523-8 | 20 AWG to 24 AWG Copper Alloy Gold Plated Contacts | 40P9917 0.24 
@ 87046-4 20 AWG to 24 AWG | Beryllium Copper | Tin Plated Contacts | 90F4130 0.78 
@ 86016-3 20 AWG to 24 AWG | Beryllium Copper | Tin Plated Contacts | 90F5673 0.60 
@ 86492-9 20 AWG to 24 AWG | Beryllium Copper | Tin Plated Contacts | 90F5055 0.28 
@ 85969-9 20 AWG to 24 AWG | Beryllium Copper | Tin Plated Contacts | 90F5080 0.48 
@ 87046-3 20 AWG to 24 AWG | Beryllium Copper | Gold Plated Contacts | 90F4132 0.35 
@ 86016-1 20 AWG to 24 AWG | Beryllium Copper | Gold Plated Contacts | 50F742 0.97 
@ 86016-5 20 AWG to 24 AWG | Beryllium Copper | Gold Plated Contacts | 90F5674 ae 
@ 85969-8 20 AWG to 24 AWG | Beryllium Copper | Gold Plated Contacts | 34B2398 0.22 
@ 87046-1 20 AWG to 24 AWG | Beryllium Copper | Gold Plated Contacts | 90F4131 0.49 
@ 86016-2 20 AWG to 24 AWG | Beryllium Copper | Gold Plated Contacts | 90F5675 0.31 
PIM_8079 


AMPMODU LEVEL V IDC CRIMP HOUSINGS AND COVERS 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


@ Preloaded with Insulation Displacement Recep- 
tacle Contacts 

@ High Conductivity Copper Alloy Contacts are 
Duplex Plated 

@ Snap-on Hermaphroditic Cover 


@ Termination of Discrete Wire Sizes 26-22 AWG 
(0.12 - 0.3mm2) 

@ Termination of Jacketed Cable and Bonded Ribbon 
Cable (Conductors Separated) 

® Stackable End-to-End and Side-to-Side on 0.125” 
(3.18) Centers 

AMPMODU® Level V IDC connectors provide cost-effective discrete wire connections compatible with today’s 

telecommunication packaging techniques. Designed to mate with 0.025 (0.64) square posts on 0.125 x 0.125 

(3.18 x 3.18) centers. Comprised of double-row, black, thermoplastic housings preloaded with MT type insulation 

displacement receptacle contacts. These phosphor bronze contacts are nickel plated with 30” gold in mating 


@ 2-102396-3 | 50 Position Hermaphroditic Style Cover| AMPMODUA® Series] 89C1322 Sus 
Double Row Receptacle 
Assemblies 


@ 405021569 Connector Cover 40 Position AMPMODU | 92F6014 1.47 
MT Connectors 

@ 403378961 Connector Cover 34 Position AMPMODU |} 92F8411 0.89 
MT Connectors 

@ 1-102541-5 Low Profile Cover 34 Pos. AMPMODU MT | 96B5380 — 

Non Polarized Double 

Row Receptacles 

PIM_75480 

AMPMODU MTE HEADERS 


RoHS — 
Compliant 
Available 


aia 


connectivity 


AUTHORIZED DISTRIBUTOR 


© Shrouded, Polarized/Latching Header Assemblies  @ Black Thermoplastic Housing 
© Single Row 0.100" (2.54) Centers @ Rated UL94V-0 

Straight or right-angle copper alloy contacts plated 15” gold on mating area, tin-lead on termination area, with 
full nickel underplate. 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-24+ 
Header, Surface Mount, Right Angle, Polarized & Latching, Tin Plating 
@ 5-147324-2 3 2.54mm 1 16M3157 = 
Header, Surface Mount, Vertical, Polarized & Latching, Tin Plating 
@ 5-1375549-2 3 2.54mm 1 16M3144 2.56 


Header, Through Hole, Right Angle, Polarized & Latching with Hold Down, 15” Gold Plating 


@ 5-104361-1 2 2.54mm 1 89M0115 0.56 
@ 5-104361-2 3 2.54mm 1 40P9473 0.76 
@ 5-104361-3 4 2.54mm 1 40P9474 0.65 
@ 5-104361-5 6 2.54mm 1 18R8076 = 


Header, Through Hole, Right Angle, Shrouded, Latching, 15” Gold Plating 


@ 5-103635-1 2 2.54mm 1 16M3117 0.43 
@ 5-103635-2 3 2.54mm 1 99K5359 = 
@ 5-103635-3 4 2.54mm 1 03M2485 = 
@ 5-103635-4 5 2.54mm 1 16M3118 0.28 
@ 5-103635-5 6 2.54mm 1 16M3119 E27 
@ 5-103635-6 7 2.54mm ‘| 16M3120 0.79 
@ 5-103635-7 8 2.54mm 1 16M3121 ES 
@ 5-103635-9 10 2.54mm 1 16M3122 0.87 
@ 6-103635-0 1 2.54mm 1 16M3385 1.94 
@ 6-103635-1 12 2.54mm 1 31M9132 2.06 
Header, Through Hole, Right Angle, Shrouded, Latching, 30” Gold Plating 
@ 5-104935-5 2 2.54mm 1 40P9492 = 
@ 5-104935-3 3 2.54mm 1 40P9490 1.22 
103906-3 4 2.54mm 1 83F4543 1.15 
@ 5-104935-1 4 2.54mm 1 40P9488 oes 
103906-4 5 2.54mm 1 85C1554 1.12 
@ 5-104935-6 5 2.54mm 1 02M4950 0.77 
@ 5-104935-7 6 2.54mm 1 18R8204 ae 
@ 5-104935-2 8 2.54mm 1 40P9489 0.32 
Header, Through Hole, Right Angle, Shrouded, Latching, Tin Plating 
@ 5-103634-1 2 2.54mm 1 40P9431 eee 
@ 5-103634-2 3 2.54mm 1 08R0767 Fs 
@ 5-103634-3 4 2.54mm 1 54M3238 0.89 
@ 5-103634-4 5 2.54mm 1 40P9432 1.44 
@ 5-103634-5 6 2.54mm 1 18R7850 2.03 
@ 5-103634-7 8 2.54mm 1 31M9107 qs} 


Header, Through Hole, Right Angle, Shrouded, Latching with Hold Down, 15” Gold Plating 
@ 5-103673-8 9 2.54mm 1 18R7854 1.66 
Header, Through Hole, Right Angle, Shrouded, Latching with Hold Down, 30” Gold Plating 


area, tin-lead in termination area. For modular flexibility, connectors can be stacked end-to-end or side-to-side, 
maintaining a 0.125 x 0.125 (3.18 x 3.18) centerline spacing. Standard profile covers, ordered separately below, 
are constructed of black, flame-retardant thermoplastic. Cover simply snaps onto housing after the connector 
has been terminated. Current rating: 3A. Termination resistance: 12 milliohms (max.) UL recognized, CSA 
certified. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Receptacle, IDC / IDT, Housing, Standard Contacts 22-20 AWG 
@ 5-102448-8 20 2.54mm 2 52K3672 8.97 
Receptacle, IDC / IDT, Housing, Standard Contacts 26-22 AWG 
@ 5-102398-1 6 2.54mm 2 16M3110 4.49 
@ 5-102398-2 8 2.54mm 2 52K3668 4.92 
@ 5-102398-3 10 2.54mm 2 52K3669 ae 
@ 5-102398-6 16 2.54mm 2 52K4420 8.62 
@ 5-102398-8 20 2.54mm 2 52K3671 11.36 
@ 6-102398-1 26 2.54mm 2 52K3779 8.91 
@ 6-102398-5 34 2.54mm 2 16M3384 15.27 
@ 6-102398-8 40 2.54mm 2 52K3780 16.18 
@ 7-102398-8 60 2.54mm 2 16M3419 21.28 
For Use Price Each 
Mfg. Part No. Type With Stock No.| 1-1-24+ 
@ 2-102541-3 Cover 50 Pos. AMPMODU MT Non Polarized Double Row} 3108836 3.62 
Receptacles 
@ 86286-1 Keying Plug AMPMODU Receptacle Assemblies 50F498 0.33 
@ 102536-8 | Back Cover Double Row Receptacle Assemblies 50F703 0.58 
@ 102536-1 | Back Cover 6 Position AMPMODU MT Connectors 50M2542 0.37 
@ 102536-5 | Back Cover 14 Position AMPMODU MT Connectors 73C2769 - 
> CONTINUED > 
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@ 5-103904-1 2 2.54mm 1 40P9447 ee 
@ 5-103904-2 3 2.54mm ‘| 40P9448 0.28 
@ 5-103904-3 4 2.54mm 1 40P9449 0.32 
@ 5-103904-5 6 2.54mm 1 40P9451 1.98 
103904-9 10 2.54mm 1 10H6539 1.59 
Header, Through Hole, Right Angle, Shrouded, Latching with Hold Down, Tin Plating 
@ 5-103672-2 3 2.54mm 1 40P9444 1.31 
@ 5-103672-3 4 2.54mm 1 34P1315 0.93 


Header, Through Hole, Right Angle with Board Retention, 15” Gold Plating 


@ 5-103673-1 2 254mm 1 87K2241 071 
© 5-103673-2 3 254mm 1 42M6759 0.90 
© 5-103673-3 4 2.54mm 1 87K2242 = 
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AMPMODU MTE HEADERS (CONT.) AMPMODU MTE HEADERS (CONT.) 
No. of Price Each No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-24+ Mfg. Part No. Contacts Pitch Rows Stock No. 1-24+ 
Header, Through Hole, Right Angle with Board Retention, 15” Gold Plating Header, Through Hole, Vertical, Shrouded, Polarized & Latching with Board Retention, Tin 
@ 5-103673-5 6 2.54mm 1 16M3123 1.00 Plating 
@ 5-103673-6 7 2.54mm 1 16M3124 1.81 @ 5-103669-3 4 2.54mm 1 82K8933 0.74 
@ 5-103673-9 10 2.54mm 1 16M3126 = © 5-103669-4 5 2.54mm 1 40P9441 = 
© 6-103673-0 1 2.54mm 1 16M3386 2.41 © 5-103669-7 8 254mm 1 73K0685 = 
Header, Through Hole, Vertical, Shrouded, Latching with Board Retention & Orientation, Tin © 5-103669-9 10 2.54mm 1 82K7981 ao 
Plating PIM_84203 
@ 5-104450-1 2 2.54mm 1 16M3137 0.90 
= a ao |__| __16MSi41_| 204 AMPMODU MTE RECEPTACLE AND PIN ASSEMBLIES 
Header, Through Hole, Vertical, Shrouded, Polarized & Latching, 151” Gold Plating = TE 
@ 5-104363-1 2 2.54mm 1 69K6456 — deed er 
@ 5-104363-2 3 2.54mm 1 16M3130 0.89 SinHGRSED BisHaGUTOR 
@ 5-104363-3 4 2.54mm 1 14M8666 as Balls 
@ 5-104363-4 5 2.54mm 1 16M3131 1.55 Gee tinoian 
— z ell! : IMSS Dash @ Plain, Guide Rib, or Polarized/Latching Header @ Black Thermoplastic Housing 
@ 5-104363-6 7 2.54mm 1 16M3133 = Assemblies © Rated ULOAV-0 
@ 5-104363-7 8 2.54mm 1 16M3134 = @ Single Row 0.100" (2.54) Centers 
@ 5-104363-9 10 254mm 4 16M3136 ag Unloaded housings accept snap-in wire crimp contactsorder separately, below. 
@ 6-104363-0 1 2.54mm 1 16M3389 = No. of Price Each 
@ 6-104363-1 12 2.54mm 1 416M3390 0.59 Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
1-103638-3 14 254mm 4 91B6043 ey ao Housing, Shrouded, Polarized & Latching, Strip Form, 26 - 22 AWG, 15)” Gold 
@ 6-104910-5 16 2.54mm 1 19R3937 0.50 
© 6-104910-9 20 254mm 1 40P9905 2.78 Soe : a Leda 88 
Header, Through Hole, Vertical, Shrouded, Polarized & Latching, 30” Gold Plating Plug, Crimp, Housing, Shrouded, Polarized & Latching without Contacts 
037381 ~«~C*«<“‘CS:*C<CS:*C<CS*é«*;:*C«S«SiSSC*dSC(t‘i!”*«~*;CS*«*St OE ASC*dSC @ 103653-1 2 2.54mm 1 98F9724 0.83 
© 5-103735-41 2 254mm 1 748M4317 vis @ 103653-2 3 2.54mm 1 92F1218 0.74 
© 51037352 3 254mm 7 748M4324 = @ 103653-3 4 2.54mm 1 92F1219 0.92 
© 5-103735-3 4 254mm 1 21M8823 = miuseoes : ean { ezhlees ALS 
© 5-103735-4 5 264mm 1 10M8617 1.23 mse ue eee ! Sh 1285 EGS 
Plug, Housing, Shrouded, Polarized & Latching without Contacts 
@ 5-103735-5 6 2.54mm 1 40P9445 0.79 
© 5-103735-6 7 254mm 1 18R7863 0.39 ee ! aT es 
© 51037359 10 254mm 7 70P9446 ar Plug, Housing with Guide Ribs without Contacts 
@ 104503-2 3 2.54mm ul 10H6826 0.82 
@ 6-103735-1 12 2.54mm 1 21M8822 es 1048033 r 2 5Amm 1 #109135 ar 
@ 6-103735-3 14 2.54mm 1 40P9899 3.55 - 
A F 7 5 7 @ 104503-4 5 2.54mm 1 5504551 1.93 
Header, Through Hole, Vertical, Shrouded, Polarizer & Latehing, Tin lating Plug, IDC /IDT, Housing, Shrouded, Polarized & Latching, Strip Form, 26 - 22 AWG, 15” Gold 
@ 5-103639-1 2 2.54mm 1 28M8433 as Plating i 2 : 2 : 
© 5-103639-2 3 254mm l OM EzT 0.47 © 5-103045-3 4 2.54mm 1 40P9456 1.79 
wOshae : eam A ebhLIS5 1.16 © 5-103945-4 5 2.4mm 1 40P9457 22 
@ 5-103639-3 4 2.54mm d 16M4279 0.79 @ 5-103945-5 6 254mm 1 40P9458 1.91 
@ 5-103639-4 5 2.54mm L e0rga38 0.44 Plug, IDC / IDT, Housing, Shrouded, Polarized & Latching, Strip Form, 26 - 22 AWG, 30y” Gold 
@ 5-103639-9 10 2.54mm 1 40P9438 0.77 Plating 
Header, Through Hole, Vertical, Shrouded, Polarized & Latching with Board Retention, 151” @ 5-103946-1 2 2.54mm 1 01N5029 Za 
Gold Plating © 5-103046-2 3 254mm 1 697097 = 
@5-104362-1 2 264mm ! SrKZ28) 0.18 @ 5-103046-3 4 2.54mm 1 40P9459 0.67 
© 5-104362-2 3 254mm A ernZ2es = © 5-103046-4 5 2.54mm 1 39M4251 2.56 
© 5-104362-3 4 254mm L SIKO7SS = Plug, IDC / IDT, Housing, Shrouded, Polarized & Latching, Strip Form, 26 - 22 AWG, Tin 
@ 5-104362-4 5 2.54mm 1 87K2245 1.50 Plating 
@ 5-104362-5 6 2.54mm 1 87K2246 0.38 @ 5-103944-1 2 2.54mm 1 16M3941 1.49 
@ 5-104362-7 8 2.54mm 1 16M3127 1.88 @ 5-103944-2 3 2.54mm ul 40P9453 0.92 
@ 5-104362-8 9 2.54mm 1 16M3128 = @ 5-103944-3 4 2.54mm 1 40P9454 = 
@ 5-104362-9 10 2.54mm 1 16M3129 = Receptacle, Crimp, Housing, Polarized & Latching, Strip Form, 26 - 22 AWG, 151” Gold 
© 6-104362-0 1 254mm 1 16M3388 2.11 Plating 
© 6-104909-5 16 254mm 1 40P9904 341 © 5-103957-1 2 2.54mm : COKSTsS 0.98 
Header, Through Hole, Vertical, Shrouded, Polarized & Latching with Board Retention, 30” Receptacle, Crimp, Housing, Polarized & Latching, Strip Form, 26 - 22 AWG, Tin Plating 
Gold Plating @ 5-103956-3 4 2.54mm 1 82K7985 1.55 
@ 5-103908-1 2 2.54mm A 16M4742 1.36 Receptacle, Housing, Polarized & Latching without Contacts 
103908-1 2 2.54mm 1 66F3006 0.72 @ 1-104257-9 20 2.54mm 1 52F6368 1.51 
103908-2 3 2.54mm 1 52F5866 0.85 Receptacle, Housing with Guide Ribs without Contacts 
@ 5-103908-2 3 2.54mm 1 16M4740 0.77 @ 103648-1 2 2.54mm 1 0102200 need 
@ 5-103908-3 4 2.54mm 1 32M7675 0.89 @ 103648-3 4 2.54mm 1 2703421 oe 
103908-3 4 2.54mm 1 66F3352 ee @ 103648-5 6 2.54mm 1 25C6554 0.94 
@ 5-103908-4 5 2.54mm 1 164741 = Receptacle, Housing without Contacts 
103908-5 6 2.54mm 1 83F4545 1.78 @ 103688-1 2 2.54mm 1 92F1174 0.45 
@ 5-103908-5 6 2.54mm 1 30M0336 1.96 Receptacle, IDC / IDT, Housing, Polarized & Latching, Strip Form, 26 - 22 AWG, 15)” Gold 
© 5-103908-6 7 254mm 1 33M7428 1.42 Plating 
103908-7 8 254mm 1 66F3351 127 103957-1 2 2.54mm 1 90F5063 0.48 
@ 5-103908-7 8 254mm 1 21M8827 0.84 @ 1-103957-4 4 2.54mm 1 52K3232 1.06 
© 5-103908-9 10 254mm 1 32M7667 0.51 © 5-103957-3 4 254mm 1 WEES 0.75 
© 6-103908-1 2 254mm 1 32M7672 2.23 © 1-103957-5 z ee { pated 1.88 
Header, Through Hole, Vertical, Shrouded, Polarized & Latching with Board Retention, Tin @ 5-103957-4 5 254mm 1 40P9463 1.39 
Plating @ 5-103957-5 6 2.54mm 1 02M2082 1.34 
@ 5-103669-1 2 2.54mm | 40P9439 0.50 @ 5-103957-6 7 2.54mm 1 18R7944 1.63 
@ 5-103669-2 3 2.54mm 1 40P9440 1.41 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 


PC BOARD HEADE OCKETS 


AMPMODU MTE RECEPTACLE AND PIN ASSEMBLIES (CONT.) TE CONNECTIVITY’s AMP MTA 0.100” (2.45) IDC 
| No. of Price Each RECEPTACLES 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ © Locking ramp aa! 
A ; 7 5s ® 90° cable exit angle 
Receptacle, IDC / IDT, Housing, Polarized & Latching, Strip Form, 26 - 22 AWG, 15)” Gold © Phosphor bronze contacts AUTHORIZED DISTRIBUTOR 
Plating © Nylon housing, flammability rated UL94V-2 Seperate 
@ 5-103957-7 8 2.54mm 1 10M6026 1.89 @ Voltage rating: 250VAC Available 
103957-8 9 2.54mm 1 22C5900 a2) Perfect for power supplies and gaming applications. AY @ 
Receptacle, IDC / IDT, Housing, Polarized & Latching, Strip Form, 26 - 22 AWG, Tin Plating fee file no. £28476; CSA certified, file 
@ 5-103956-1 2 2.54mm 1 40P9461 1.16 
@ 5-103958-1 2 2.54mm 1 13P0210 0.54 
@ 5-103958-2 3 2.54mm 1 73K1751 0.77 No. of Price Each 
© 5-103958-3 4 2.4mm 1 87K2349 1.42 Mfg. Part No. | Contacts Pitch Rows Stock No. 1-9+ 
@ 5-103956-4 5 2.54mm 1 31P7384 1.67 Receptacle, Closed-End with Lock and without Polarizing Tabs, 24AWG, White 
@ 5-103958-4 5 2.54mm 1 42M3521 0.85 @ 3-640441-2 . 2.54mm 7 52K4343 0.23 
@ 5-103956-5 6 2.54mm 1 40P9462 1.05 Receptacle, IDC / IDT, Closed-End with Lock and Polarizing Tabs, 22AWG, Black 
@ 5-103958-5 6 2.64mm L S2KGO02 = © 3-644083-2 2 254mm 1 18R1793 0.58 
© 5-103956-7 8 254mm L e2k7e00) 174 © 3-644083-3 3 254mm 1 18R1794 0.26 
@ 5-103958-7 8 2.54mm 1 40P9465 2.46 Receptacle, IDC / IDT, Closed-End with Lock and Polarizing Tabs, 22AWG, Red 
Receptacle, IDC / IDT, Housing, Strip Form, 26 - 22 AWG, Tin Plating © 3-643813-2 2 2.54mm 1 52K3585 0.24 
@ 5-103976-1 2 2.54mm 4 18R7981 0.79 @ 3-643813-4 4 254mm 1 81H0854 0.46 
Tape & @ 3-643813-5 5 2.54mm 1 52K4369 0.52 
For Use Reel @ 3-643813-6 6 2.54mm 1 52K3586 1.25 
Mfg. Part No. Description With Stock No. | 1-1-24999+ © 3-643813-7 7 254mm 1 52K4370 0.43 
@ 104257-9 | Connector Housing, 10 Pos. MTE Contacts 92F1215 0.90 © 3-643813-8 8 254mm 1 52K4371 0.25 
Receptacle, 2.54 mm 
@ 1-104257-3| Connector Housing, 14 Pos.| AMPMODU Socket Contacts | 94B4725 | 1.08 See8 10 een : Skee O80 
Receptacle, 2.54 mm @ 4-643813-2 {2 2.54mm 1 52K4407 0.44 
@ 1-104257-4| Connector Housing, 15 Pos. MTE Contacts 9105438 ae @ 4-643813-5 15 2.54mm 1 16M3049 1.44 
Receptacle, 2.54 mm Receptacle, IDC / IDT, Closed-End with Lock and Polarizing Tabs, 24AWG, White 
@ 1-104257-5 | Connector Housing, 16 Pos. MTE Contacts 52F6123 0.68 © 3-643814-2 2 254mm 1 52K4372 0.05 
Receptacle, 2.54 mm © 3-643814-3 3 254mm 4 52K3587 0.34 
@ 104257-1 |Connector Housing, 2 Pos. MTE Contacts 92F1226 0.43 : 
Receptacle, 2.54 mm © 3-643814-4 4 2.54mm 1 52K4373 0.24 
@ 104257-2 |Connector Housing, 3 Pos. MTE Contacts 92F1227 0.69 © 3-643814-5 5 2.54mm 1 52K4374 0.26 
Receptacle, 2.54 mm @ 3-643814-6 6 2.54mm 1 52K4375 0.53 
@ 104257-3 | Connector Housing, 4 Pos. MTE Contacts 92F1228 0.77 @ 3-643814-7 7 2.54mm 1 16M2930 0.24 
Recepiacle, 2.64imm © 3-643814-8 8 254mm 1 87K2228 0.76 
@ 104257-4 i et Sek 2 Pos. MTE Contacts 92F1211 0.29 © 4.643814-0 10 254mm 7 87K2236 one 
@ 104257-5 |Connector Housing, 6 Pos.| | MTEContacts | 95F1891 | 0.61 _ @ 4-643814-5 15 2.54mm 1 16M3051 1.08 
Receptacle, 2.54 mm @ 4-643814-6 16 2.54mm 1 40P9326 3.87 
@ 104257-7 | Connector Housing, 8 Pos. MTE Contacts 92F1213 1.01 Receptacle, IDC / IDT, Closed-End with Lock and Polarizing Tabs, 26AWG, Blue 
Receptacle, 2.54 mm @ 3-643815-2 2 2.54mm 1 16M2931 0.10 
@ 5-104505-6 | Con Se, Gl tdi AMPMODU MTE Connectors | 05M4896 0.20 © 36438153 3 254mm 1 79K4558 0.10 
© 5-104506-5| Contact Pin, _26-22AWG, | AMPMODU MTE Connectors | 40P9476 | 0.63 © -643815-4 4 2 54mm : paKesi6 ws 
Crimp, Tin/Gold Plated @ 3-643815-5 5 2.54mm 1 52K4377 0.44 
@ 1-104505-1} Contact Pin, 26-22AWG,| AMPMODU MTE Connectors §2K3250 0.31 @ 3-643815-6 6 2.54mm 1 16M2932 0.58 
Crimp, Tin’Gold Plated © 3-643815-7 7 2.54mm 1 416M2933 0.42 
© 5-104505-4| Contact Pin,  26-22AWG,] AMPMODUMTE Connectors | 73K6469 | 0.16 © 36438158 8 2 5Amm 1 76M2934 Dae 
Sie Ge ee @ 4-643815-0 10 2.54mm 1 12M6388 Sas 
@ 5-104505-5| Contact Pin, 26-22AWG,| AMPMODU MTE Connectors 78K6558 0.71 = 
Crimp, Tin/Gold Plated Receptacle, IDC / IDT, Closed-End with Lock and Polarizing Tabs, 28AWG, Green 
@ 1-104505-3} Contact Pin, 26-22AWG,} AMPMODUMTE Connectors | 31K8284 0.37 @ 3-643816-2 2 2.54mm 1 57K1454 0.06 
Crimp, Tin Plated © 3-643816-3 3 2.54mm 1 16M2935 = 
@ 104505-9 |Contact Pin, 26: 220W6, AMPMODU MTE Connectors | 52K3415 0.35 @ 3-643816-4 4 2.54mm 1 16M2936 0.46 
843477-1 "Ea aoe Ta MOD IV, IV.v or MOD V Contacts | 52F5154 | 68.53 ec eiselbe eal l astiepal Oss 
. @ 3-643816-6 6 2.54mm 1 52K3588 as 
iiaseiices © 3-643816-8 8 254mm 1 16M2938 0.48 
@ 4-643816-2 12 2.54mm 1 16M3055 0.84 
Pin & Socket Connector Housings Receptacle, IDC / IDT, Closed-End with Lock and without Polarizing Tabs, 22AWG, Red 
No. of Price Each @ 3-640440-2 2 2.54mm 1 §2K4337 0.20 
Mfg. Part No. Positions Rows Stock No. 1-9+ @ 3-640440-3 3 2.54mm 4 52K4338 0.23 
Receptacle, Connector Housing, 6 Pos. Receptacle, 2.54 mm @ 3-641190-3 3 254mm 1 52K4366 0.88 
@ 104257-5 6 1 95F1891 0.61 @ 3-644042-3 3 2.54mm 1 40P9129 0.95 
PIM_5511663 @ 3-640440-4 4 2.54mm 1 45J3195 0.37 
i a_i: aaa @ 3-640440-5 5 2.54mm 1 52K4339 0.45 
Pin & Socket Contacts @ 3-640440-6 6 2.54mm 1 52K4340 0.27 
Price per @ 3-640440-7 7 2.54mm 1 52K4341 0.72 
Contact Contact Pkg. @ 3-640440-8 8 2.54mm 1 52K4342 0.61 
Mfg. PartNo. | Wire Size, AWG Material Plating Stock No. 1+ @ 3-640440-9 9 2.54mm 1 52K3546 1.66 
Socket - Crimp, 15u” Gold, Cut Tape @ 4-640440-0 10 254mm 1 52K4403 0.93 
@ 1-104480-2 | 22AWGto26AWG | Copper Alloy | Gol acts | 52K3241 0.10 @ 4-640440-1 11 2.54mm 1 18R4613 1.54 
Socket - Crimp, 15u” Gold, Pack of 1000 @ 4-640440-2 12 254mm 1 52K4404 1.03 
@ 1-104480-5 | 22AWG to 26AWG | Copper Alloy Gold Plated Contacts 69K7691 132.00 @ 4-640440-3 13 2.54mm 1 52K3651 DHD) 
Socket - Crimp, 30u” Gold, Pack of 1000 @ 4-640440-4 14 254mm 1 52K3652 1.56 
@ 1-104480-6 | 22AWG to 26AWG | Copper Alloy Gold Plated Contacts 69K7692 68.73 @ 4-640440-5 15 2.54mm 1 52K3653 0.83 
Socket - Crimp, 30u” Gold, Sold Each Receptacle, IDC / IDT, Closed-End with Lock and without Polarizing Tabs, 24AWG, White 
@ 1-104480-4 | 22AWG to 26AWG | Copper Alloy | Tin Plated Contacts | §2K3243 0.09 @ 3-640441-3 3 2.54mm 1 52K4344 0.28 
Socket - Crimp, Tandem Spring, Pack of 200 @ 3-640441-4 | 4 2.54mm 1 52K4345 0.13 
@ 166722-1 20 AWG to 24 AWG Copper | Gold Plated Contacts | 88F6425 78.95 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


PC BOARD HEADERS & SOCKETS 


TE CONNECTIVITY’s AMP MTA 0.100” (2.45) IDC RECEPTACLES (CONT.) TE CONNECTIVITY’s AMP MTA 0.100” (2.54) POST 
No. of Price Each HEADERS = TE 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ seams 
Receptacle, IDC / IDT, Closed-End with Lock and without Polarizing Tabs, 24AWG, White AUTHORIZED DISTRIBUTOR 
@ 3-640441-5 5 2.54mm 1 52K4346 0.14 { Gop tinpian 
@ 3-640441-6 6 2.54mm 1 52K4347 0.55 Available 
@ 3-640441-7 7 2.54mm 1 26K2161 = — 
@ 3-640441-8 8 2.54mm 1 52K4348 0.23 
@ 4-640441-0 10 2.54mm 1 52K4405 0.87 
© 4640441-3 13 254mm A USRSbIS 0 © PC Board Mount © Tin Plated Contact Mating Area 
@ 4-640441-4 14 2.54mm 1 52K3656 = © Polyester Housing, Flammability Rated UL94V-0 © Voltage Rating: 250VAC 
@ 4-640441-5 15 2.54mm 1 40P9319 — Perfect for power supplies and gaming applications. 
Receptacle, IDC / IDT, Closed-End with Lock and without Polarizing Tabs, 26AWG, Blue No. of Price Each 
@ 3-640442-2 2 2.54mm 1 52K4349 0.25 Mfg. Part No. Contacts Pitch Rows Stock No. 1-94 
@ 3-640442-3 3 2.54mm 1 52K4350 0.30 Header, Through Hole, Right Angle 
@ 3-640442-4 4 2.54mm 1 §2K4351 0.44 @ 640453-5 5 2.54mm 1 2206367 0.10 
@ 3-640442-5 5 2.54mm 1 52K4352 0.48 @ 640453-6 6 2.54mm 1 90F4271 0.88 
@ 3-640442-6 6 2.54mm 1 52K4353 0.65 @ 640453-7 7 2.54mm 1 16H2615 0.63 
@ 3-640442-7 7 2.54mm 1 16M2910 0.41 @ 640453-8 8 2.54mm 1 90F4272 0.70 
@ 3-640442-8 8 2.54mm 1 52K4354 0.40 @ 1-640453-2 12 2.54mm 1 52F6371 0.96 
@ 4-640442-2 12 2.54mm 1 16M3914 = Header, Through Hole, Right Angle, Polarized 
@ 4-640442-4 14 2.54mm 1 61M4718 -— @ 640455-2 2 2.54mm 1 98F1853 0.15 
Receptacle, IDC / IDT, Closed-End with Lock and without Polarizing Tabs, 28AWG, Green @ 640455-3 3 2.54mm 1 34B937 Osiir, 
@ 3-640443-2 2 2.54mm 1 52K4355 0.22 @ 640455-4 4 2.54mm 1 51F3876 0.22 
@ 3-640443-3 3 2.54mm 1 52K4356 0.11 @ 640455-5 5 2.54mm 1 90F4284 0.04 
@ 3-640443-4 4 2.54mm 1 52K4357 0.45 @ 640455-6 6 2.54mm 1 51F3877 0.03 
@ 3-640443-5 5 2.54mm 1 52K4358 0.40 @ 640455-8 8 2.54mm 1 07H9276 0.18 
@ 3-640443-6 6 2.54mm 1 52K4359 0.32 @ 1-640455-0 10 2.54mm 1 3403611 0.23 
@ 3-640443-7 7 2.54mm 1 30M2449 0.41 Header, Through Hole, Right Angle with Friction Lock 
@ 3-640443-8 8 2.54mm 1 87K2226 0.10 @ 640457-2 2 2.54mm 1 90F5638 0.17 
@ 3-640443-9 9 2.54mm 1 18R0775 E25) @ 640457-3 3 2.54mm 1 90F5640 0.20 
@ 4-640443-0 10 2.54mm 1 68K0601 — @ 640457-4 4 2.54mm 1 90F5642 0.34 
Receptacle, IDC / IDT, Feed-Thru with Lock and Polarizing Tabs, 22AWG, Red @ 640457-5 5 2.54mm 1 90F5644 0.37 
@ 3-644540-2 2 2.54mm 1 16M2999 0.14 @ 640457-6 6 2.54mm 1 90F5628 0.45 
@ 3-644540-3 3 2.54mm 1 16M3000 0.13 @ 3-641216-6 6 2.54mm 1 16M3908 = 
@ 3-644540-4 4 2.54mm 1 87K2232 0.21 @ 640457-7 i 2.54mm 1 90F5630 0.30 
@ 3-644540-5 5 2.54mm 1 16M3001 0.30 @ 640457-8 8 2.54mm 1 90F5632 0.20 
@ 3-644540-6 6 2.54mm 1 16M3002 - @ 1-640457-0 10 2.54mm 1 90F5636 0.28 
@ 3-644540-7 7 2.54mm 1 16M3003 — @ 1-640457-2 12 2.54mm 1 51F1545 = 
@ 3-644540-8 8 2.54mm 1 16M3004 0.44 Header, Through Hole, Straight, Flat Pins 
@ 4-644540-2 12 2.54mm 1 16M3083 0.77 @ 640452-2 2 2.54mm 1 51F1397 = 
Receptacle, IDC / IDT, Feed-Thru with Lock and Polarizing Tabs, 24AWG, White @ 640452-4 4 2.54mm 1 51F1398 = 
@ 3-644563-2 2 2.54mm 1 16M3005 0.33 @ 640452-5 5 2.54mm 1 51F1399 0.83 
@ 3-644563-3 3 2.54mm 1 16M3006 0.20 @ 640452-6 6 2.54mm 1 51F1400 _ 
@ 3-644563-5 5 2.54mm 1 16M3008 0.30 @ 640452-7 7 2.54mm 1 51F1542 0.71 
@ 3-644563-6 6 2.54mm 1 16M3009 0.31 @ 640452-8 8 2.54mm 1 51F1543 eas 
@ 4-644563-2 12 2.54mm 1 16M3086 0.79 @ 640452-9 9 2.54mm 1 51F1544 = 
Receptacle, IDC / IDT, Feed-Thru with Lock and Polarizing Tabs, 26AWG, Blue @ 1-640452-0 10 2.54mm 1 51F1582 4.08 
@ 3-644564-2 2 2.54mm 1 88K1637 = Header, Through Hole, Straight, Narrow Flat Pins 
@ 3-644564-4 4 2.54mm 1 14M8506 0.24 @ 3-644456-2 2 2.54mm 1 36K8023 0.13 
@ 3-644564-5 5 2.54mm 1 05M6215 0.24 @ 3-644456-3 3 2.54mm 1 52K3600 0.37 
@ 3-644564-6 6 2.54mm 1 16M3013 0.32 @ 3-644456-4 4 2.54mm 1 87K2231 a 
Receptacle, IDC / IDT, Feed-Thru with Lock and Polarizing Tabs, 28AWG, Green @ 3-644456-5 5 2.54mm 1 16M2965 0.28 
@ 3-644565-2 2 2.54mm 1 16M3014 0.16 @ 3-644456-6 6 2.54mm ul 16M2966 0.16 
@ 3-644565-4 4 2.54mm 1 12M6185 (O22 @ 3-644456-8 8 2.54mm 1 16M2968 0.38 
@ 3-644565-6 6 2.54mm 1 12M6184 0.37 @ 3-644456-9 9 2.54mm 1 16M2969 0.36 
Receptacle, IDC / IDT, Feed-Thru with Lock and without Polarizing Tabs, 22AWG, Red @ 4-644456-2 12 2.54mm 1 16M3070 0.18 
@ 3-640620-2 2 2.4mm 1 40P9110 _ Header, Through Hole, Straight, Narrow Flat Pins with Retantive Legs 
@ 3-640620-3 3 2.54mm 1 40P9111 0.34 @ 3-644695-2 2 2.54mm 1 51P3043 0.22 
@ 3-640620-4 4 2.54mm 1 52K4363 0.46 @ 3-644695-3 3 2.54mm 1 18R2262 0.07 
@ 3-640620-5 5 2.54mm 1 71P5406 0.57 @ 3-644695-6 6 2.54mm 1 67M9055 ss 
@ 3-640620-6 6 2.54mm 1 17M9098 0.63 Header, Through Hole, Straight, Polarized 
@ 3-640620-7 7 2.54mm 1 18R0944 0.42 @ 640454-2 2 2.54mm 1 90F4274 0.17 
@ 3-640620-8 8 2.54mm 1 15N4218 0.77 @ 640454-3 3 2.54mm 1 90F4275 0.19 
@ 4-640620-0 10 2.54mm 1 18R4864 - @ 640454-4 4 2.54mm 1 90F4276 0.24 
@ 4-640620-2 12 2.54mm 1 18R4866 0.81 @ 640454-5 5 2.54mm 1 90F4277 0.11 
Receptacle, IDC / IDT, Feed-Thru with Lock and without Polarizing Tabs, 24AWG, White @ 640454-6 6 2.54mm 1 90F4278 0.34 
@ 3-640621-2 2 2.54mm 1 02P5554 0.09 @ 640454-7 7 2.54mm 1 90F4279 ees 
@ 3-640621-4 4 2.54mm 1 18R0946 0.15 @ 640454-8 8 2.54mm 1 90F4280 0.48 
@ 3-640621-5 5 2.54mm 1 18R0947 0.28 @ 3-641213-8 8 2.54mm 1 18R1328 1.09 
@ 3-640621-8 8 2.54mm 1 40P9112 0.23 @ 640454-9 9 2.54mm 1 66F1594 0.08 
Receptacle, IDC / IDT, Feed-Thru with Lock and without Polarizing Tabs, 26AWG, Blue @ 1-640454-0 10 2.54mm 1 90F4281 0.63 
@ 3-640622-2 2 2.54mm 1 18R0951 0.17 @ 1-640454-2 12 2.54mm 1 90F4282 0.84 
PIM_32987 @ 1-640454-3 13 2.54mm 1 48F1933 0.50 
@ 1-640454-4 14 2.54mm 1 10H1613 0.12 
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CONNECTORS & ACCESSORIES 
PC BOARD HEADERS & SOCKETS 


TE CONNECTIVITY’s AMP MTA 0.100” (2.54) POST HEADERS (CONT.) TE CONNECTIVITY’s AMP MTA-100 TOOLING 
No. of Price Each = TE 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ parca! 
Header, Through Hole, Straight with Friction Lock AUTHORIZED DISTRIBUTOR 
@ 640456-2 2 2.54mm 1 90F4250 0.17 
@ 640456-3 3 2.54mm 1 90F4251 0.22 
@ 640456-4 4 2.54mm 1 90F5641 0.14 
@ 640456-5 5 2.54mm 1 90F5643 0.17 
@ 640456-6 6 2.54mm 1 90F5645 0.19 
@ 640456-7 7 2.54mm 1 90F5629 0.15 
© 640456-8 8 254mm 1 90F5631 0.24 Insertion Tool Manual Pistol-Grip Too! Handle one 
@ 640456-9 9 2.54mm 1 25H7940 0.23 For Use Price Each 
@ 1-640456-0 10 2.54mm 1 90F5635 0.59 Mfg. Part No. With Stock No. 1+ 
@ 1-640456-1 "1 2.54mm 1 90F5390 0.87 Insertion Tool 
@ 1-640456-2 12 2.54mm 1 90F5392 0.76 59803-1 MTA-100 Receptacle Contacts 98F2821 39.49 
@ 1-640456-3 13 2.54mm 1 90F5393 _ Manual Pistol-Grip Tool Handle 
@ 1-640456-4 14 2.54mm 1 90F5394 0.38 58074-1 | Interchangeable Modular Head Assemblies: 58372-1, 58063-2,| 50F783 162.78 
@ 1-640456-5 15 2.54mm 4 1407570 4.44 §8569-1, 58336-1, 58246-2, 58246-1, 58247-1 and 58443-1 
@ 1-640456-6 16 254mm 1 90F5397 0.55 MTA-100 IDC Receptacle Connectors, Crimp Tool Die 
@ 2-640456-4 24 2.54mm 1 90F3775 227 58246-1 58074-1 & 58075-1 Pistol Grip Handle Assemblies 50F785 305.91 
PIM_32989 PIM_32988 
TE CONNECTIVITY’s AMP MTA 0.100” (2.54) CONNECTOR Insertion 
ACCESSORIES = TE For Use Price Each 
oem Mfg. Part No. Description With Stock No. 1-4+ 
AUTHORIZED DISTRIBUTOR §9803-1 Insertion Tool MTA-100 Receptacle Contacts 98F2821 39.49 
335 RoHS 
es | ayaa Gepiamain MLSS 
TE CONNECTIVITY’s AMP ECONOMY POWER (EP) WIRE- 
f 300] | -88, TO-BOARD CONNECTORS 
105 [762] 
at ok Eg eeitmar 
96] vailable 
Dust Cover Keying Plug 
© Closed End Cover @ Nylon Housing, Flammability Rated UL94V-2 
Removal of contact not necessary when using keying plugs; order separately below. 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-9+ 
Nylon (Polyamide) Body 
@ 643077-4 Strain Relief Cover AMP MTA-100 Series Connectors 52F5778 0.36 
@ 643077-3 Strain Relief Cover AMP MTA-100 Series Connectors 52F6262 0.62 
@ 643075-6 Strain Relief Cover AMP MTA-100 Series Connectors 90F4261 0.57 ; al TS 
© 6430757 | Strain Relief Cover | AMP MTA-100 Series Connectors | 90F4262 | 0.51 ° hae Secondary Power Circuit : ole Stackable to 
@ 643077-8 Strain Relief Cover AMP MTA-100 Series Connectors 66F2881 0.35 © Vertical, Through-Hole Headers 
@ 643075-8 Strain Relief Cover | AMP MTA-100 Series IDC Connectors | 90F4263 0.94 No. of Price Each 
@ 643077-5 Strain Relief Cover MAT-100” Connectors 50H6834 0.47 Mfg. Part No. Contacts Pitch Rows Stock No. 41-9+ 
@ 1-643075-0 | Strain Relief Cover MTA-0.100" Connectors 90F4264 0.94 ‘Header, ThroughHole,VerticalPost = —COOsSCS~<;«<;] 
@ 1-643077-5 | Strain Relief Cover MTA-100 Connector 50H5536 0.85 @ 1-1123723-2 2 3.96mm ‘| 07H9598 0.03 
@ 1-643075-4 Strain Relief Cover MTA-100 Connectors 66F3287 es @ 1-1123723-3 3 3.96mm 4 07H9577 0.09 
@ 643075-4 Strain Relief Cover MTA-100 Connectors 90F4259 0.48 @ 1-1123723-4 4 3.96mm 4 36K3734 eee 
@ 643075-3 Strain Relief Cover MTA-100 Connectors 90F4258 0.84 @ 1-1123723-5 5 3.96mm. 4 36K3735 —_ 
@ 1-643075-2 Strain Relief Cover MTA-100 Connectors 90F4265 — @ 1-1123723-8 8 3.96mm 4 36K3738 0.37 
@ 643075-5 Strain Relief Cover MTA-100 Connectors 90F4260 0.77 Header, Through Hole, Vertical Post, 0.312 [7.92] Centerline, Tube Pack 
PET (Polyester) Body @ 1-1318301-2 2 7.92mm 1 55M0452 0.08 
@ 1-640550-4 Dust Cover 14 Position MTA-100 Connectors 54H3790 0.29 Header, Through Hole, Vertical Post, Tube Pack 
@ 640550-7 Dust Cover AMP MTA-100 Series Connectors 90F5098 ae @ 1-1318300-2 2 3.96mm 4 55M3461 0.31 
@ 640550-5 Dust Cover MTA-0.1.00" Connectors 90F5096 0.31 @ 1-1318300-4 4 3.96mm 1 27M3953 0.27 
“@640550-4 | _DustCover | _-MTA-0.100"Connectors __—'| ‘90F4269 | 0.28 ++~—_-Plug, Crimp, Housings 
@ 640550-8 Dust Cover MTA-0.100" Connectors 90F5099 0.49 @ 1-1123722-6 6 3.96mm 1 09H1738 = 
@ 1-640550-2 Dust Cover MTA-0.100” Connectors 90F5102 0.06 Plug, Housings 
@ 1-640550-0 Dust Cover MTA-0.100” Connectors 90F5101 eS @ 1-1123722-2 2 3.96mm 1 07H9595 0.05 
@ 640550-3 Dust Cover MTA-0.100" Connectors 90F4268 0.22 @ 1-1123722-4 4 3.96mm 4 09H1717 0.20 
@ 640550-6 Dust Cover MTA-0.100" Connectors 90F5097 0.35 @ 1-1123722-5 5 3.96mm 4 07H9581 0.06 
@ 640550-2 Dust Cover MTA-100 Connectors 25C3146 0.18 @ 1-1123722-7 7 3.96mm 1 07H9586 0.22 
For Use Price Each @ 1-1123722-8 8 3.96mm 1 09H1739 0.06 
Mfg. Part No. Type With StockNo.| 1-1-49+  —_-PIM_80533 
@ 1-643075-6 | Strain Relief Cover 16 Position MTA-100 IDC Connectors 66F1589 — 
@ 643075-2 | Strain Relief Cover | Tyco/Amp mi ioe Pin Spacing Post] 90F4257 0.48 Rectangular Power Contacts 
: ences Tape Cut 
—— se ——— abks2674 | aaolon Mfg. Part No. total Pag, in| io: | 


Socket, Crimp, 
@ 1123721-1 Phosphor Bronze | Tin Plated Contacts | 22 AWG | 18AWG | 86C8232 0.10 
PIM_5511500 
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CONNECTORS & ACCESSORIES 


PC BOARD HEADERS & SOCKETS 


TE CONNECTIVITY’s AMP ECONOMY POWER II (EP II) 
WIRE-TO-BOARD 


CONNECTORS 


= TE 


connectivity 


« 
f f 
ea AUTHORIZED DISTRIBUTOR 
raw e 
efac 4 RoHS 
ae e A Ca Gop tinpian 
a all Available 
ate" 
< « ae 
e 
@ 3.96 mm (0.156”) centerline @ Asymmetrical terminals can only be loaded one 
@ Lance-less terminal way 
® Voltage up to 600 VAC @ Breakaway style Terminal Position Assurance 
© Current up to 10A (TPA) 
@ Housing locking latch © Probe tip windows for continuity testing 
@ Polarization tabs © 2-12 positions for discrete wires AWG 22-18 


Economy Power Il connectors offer two levels of mechanical and electrical reliability: A true locking latch 
prevents the plug housing and post header from vibrating apart, while a Terminal Position Assurance (TPA) 


device ensures a contact is fully seated within a housing and helps eliminate terminal back-out concerns. A 
visual aid confirms that the contact is home plus it provides easy access to a probe tip for continuity testing. 
Economy Power II connectors are used with 3.96mm (0.156) Economy Power straight headers. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-24+ 
Receptacle 
@ 2132813-2 2 3.96mm 1 6174494 0.21 
@ 2132781-3 3 3.96mm 1 6174487 = 
@ 2132781-4 4 3.96mm 1 6174488 0.07 
@ 2132781-5 5 3.96mm 1 6174489 ae 
@ 2132781-6 6 3.96mm 1 6174490 0.38 
@ 2132781-7 7 3.96mm 1 6174491 aes 
@ 2132781-8 8 3.96mm | 6174492 0.09 
@ 2132781-9 9 3.96mm 1 6174493 = 
@ 1-2132781-0 10 3.96mm 1 6174482 me 
@ 1-2132781-1 11 3.96mm 4 6174483 ge5 
@ 1-2132781-2 12 3.96mm il 6174484 0.96 
For Use Price Each 
Mfg. Part No. Type With Stock No.| 1-1-9+ 
@ 1-2132782-2 | Breakway Retainer}Economy Power Il Series Housing| 6174485 0.51 
Connectors 
PIM_197659 
Rectangular Power Contacts 
Contact Contact AWG AWG Price Each 
Mfg. Part No. Material Plating Min Max Stock No. 1-9+ 
Socket, Crimp, EP Il Series 
@ 1744144-1 Phosphor Bronze | Tin Plated Contacts | 22 AWG | 18AWG | 61714486 0.24 
PIM_5511493, 


TE CONNECTIVITY’s AMP MTA 0.156” (3.96) POST 

HEADERS 

© Contact centerline spacing: 0.156” 
(3.96 mm) 

© Contact mating area plating: Tin, unless 
otherwise specified 

© Vertical PCB mount 

@ Polyester housing, flammability rated 
UL94V-0 

© Current rating: 7A 

© Voltage rating: 600 VAC 

Perfect for PC, gaming, and household 

appliance applications. 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 

Header, Through Hole, Flat, Right Angle, Square Post 

@ 644751-2 2 3.96mm 1 34B1177 0.25 
Header, Through Hole, Friction Lock, Straight, Round Post 

@ 644753-2 2 3.96mm 1 34B1190 0.22 
@ 644753-3 3 3.96mm 1 34B1191 0.23 
@ 644753-4 4 3.96mm 1 34B1192 0.29 
Header, Through Hole, Friction Lock, Straight, Square Post 

@ 644752-2 2 3.96mm 1 34B1184 0.30 
@ 644752-3 3 3.96mm 1 34B1185 0.10 
@ 644752-4 4 3.96mm 1 34B1186 0.46 
@ 644752-5 5 3.96mm 1 34B1187 0.34 
@ 644752-7 it 3.96mm 1 34B1188 0.43 
@ 644752-8 8 3.96mm 1 34B1189 0.61 
@ 644752-9 9 3.96mm 1 78H3300 0.12 

> CONTINUED > 
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TE CONNECTIVITY’s AMP MTA 0.156” (3.96) POST HEADERS (CONT.) 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header, Through Hole, Friction Lock, Straight, Square Post 
@ 1-644752-0 10 3.96mm 1 10H2543 0.30 
@ 1-644752-2 12 3.96mm 1 33B3766 0.93 
Header, Through Hole, Right Angle, Front Bend 
@ 640389-2 2 3.96mm 1 90F5617 0.60 
@ 640389-4 4 3.96mm 1 90F5601 0.73 
@ 640389-5 5 3.96mm 1 90F5602 0.41 
@ 640389-8 8 3.96mm 1 90F5605 0.22 
Header, Through Hole, Right Angle, Front Bend, Gold Plated 
@ 3-641210-2 2 3.96mm 1 16M2922 0.72 
@ 3-641210-4 4 3.96mm 1 16M2924 1.96 
@ 3-641210-5 5 3.96mm 1 16M2925 2.68 
Header, Through Hole, Right Angle, Square Post 
@ 640385-2 2 3.96mm 1 51F1557 0.24 
@ 640385-3 3 3.96mm 1 51F1558 0.23 
@ 640385-8 8 3.96mm 1 51F1562 0.79 
Header, Through Hole, Straight, Round Post 
@ 640388-2 2 3.96mm 1 90F5622 0.08 
@ 640388-3 3 3.96mm 1 90F5623 0.34 
@ 640384-4 4 3.96mm 1 51F1450 — 
@ 640388-4 4 3.96mm 1 90F5624 0.04 
@ 640388-5 5 3.96mm 1 90F5625 0.45 
@ 640388-6 6 3.96mm 1 90F5626 0.22 
@ 640388-7 i 3.96mm 1 90F5627 0.09 
@ 640384-8 8 3.96mm 1 51F1454 0.61 
@ 640388-8 8 3.96mm 1 90F5610 0.52 
@ 1-640388-0 10 3.96mm 1 90F5612 0.60 
@ 1-640388-2 12 3.96mm 1 90F5614 0.68 
Header, Through Hole, Straight, Square Post 
@ 640383-2 2 3.96mm 1 90F5382 0.17 
@ 640445-2 2 3.96mm 1 90F4053 0.09 
@ 640383-3 3 3.96mm 1 51F1733 0.25 
@ 640445-3 3 3.96mm 1 90F4054 0.13 
@ 640445-4 4 3.96mm 1 90F4055 0.18 
@ 640445-5 5 3.96mm 1 90F5345 0.47 
@ 640445-6 6 3.96mm 1 90F5346 0.28 
@ 640445-7 7 3.96mm 1 90F5347 0.65 
@ 640445-8 8 3.96mm 1 90F5348 0.76 
@ 640445-9 9 3.96mm 1 90F5349 0.81 
@ 1-640445-0 10 3.96mm 1 90F5350 0.87 
@ 1-640445-1 11 3.96mm 1 90F5351 0.87 
@ 1-640445-2 12 3.96mm 1 90F5352 0.47 
Header, Through Hole, Straight, Square Post, Gold Plated 
@ 3-641208-2 2 3.96mm 1 52K3562 1.38 
@ 3-641208-3 3 3.96mm 1 52K3563 1.65 
@ 3-641208-4 4 3.96mm 1 52K3564 1.82 
@ 3-641208-5 5 3.96mm 1 52K3565 1.42 
@ 3-641208-6 6 3.96mm 1 52K3566 1.83 
@ 3-641208-8 8 3.96mm 1 52K3567 1.01 
@ 3-641208-9 9 3.96mm 1 16M2921 3.45 
@ 4-641208-0 10 3.96mm 1 52K3658 2.64 
@ 4-641208-7 17 3.96mm 1 16M3047 6.67 
PIM_32995 


TE CONNECTIVITY’s AMP MTA 0.156” (3.96) IDC 
RECEPTACLES 


Stackable/closed-end connectors 
@ Mating connector lock 

@ 90° cable exit 

@ Phosphor bronze contacts 

© Tin-plated contact mating area 

e 

e 

) 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 

Compliant 

Available 
Wig 


Nylon housing, flammability rated UL94V-2 

Current rating: 7A 

Voltage rating: 6(00OVAC 
Perfect for PC, gaming and household appliance 
applications. Meets the material requirements of 
Table 23.1 of UL1410 Standards for Television 
Receiver and Video Products (wire-to-post 
connectors only). UL recognized, file no. E28476; 
CSA certified, file no. LR7189. 


XY 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Receptacle, IDC / IDT, 18 AWG, Orange, Closed-End 
@ 3-640431-2 2 3.96mm 1 40P9103 0.26 
@ 3-640431-3 3 3.96mm 1 09P2472 — 
@ 3-640431-4 4 3.96mm 1 48M6245 0.37 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


PC BOARD HEADERS & SOCKETS 


TE CONNECTIVITY’s AMP MTA 0.156” (3.96) IDC RECEPTACLES (CONT.) TE CONNECTIVITY’s AMP MTA 0.156” (3.96) IDC RECEPTACLES (CONT.) 
| No. of Price Each | No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 

Receptacle, IDC / IDT, 18 AWG, Orange, Closed-End Receptacle, IDC / IDT, 22 AWG, Red, Closed-End with Lock 

@ 3-640431-5 5 3.96mm 1 09P2471 0.15 @ 3-640428-6 6 3.96mm 1 52K4336 0.79 
@ 3-640431-6 6 3.96mm 1 88M8333 0.52 @ 3-640428-7 7 3.96mm 1 52K3542 0.50 
@ 3-640431-8 8 3.96mm 1 18R0747 0.65 @ 3-640428-8 8 3.96mm 1 52K3543 1.02 
@ 4-640431-0 10 3.96mm 1 19P7812 0.82 @ 3-640428-9 9 3.96mm 1 52K3544 - 
Receptacle, IDC / IDT, 18 AWG, Orange, Closed-End with Lock @ 4-640428-0 10 3.96mm 1 52K3648 1.49 
@ 3-640426-2 2 3.96mm 1 52K3535 0.46 @ 4-640428-2 12 3.96mm 1 52K3649 1.63 
@ 3-640426-3 3 3.96mm f 52K4331 0.27 Receptacle, IDC / IDT, 22 AWG, Red, Closed-End with Lock & Polarizing Tabs 

@ 3-640426-4 4 3.96mm 1 52K4332 0.67 @ 3-643819-2 2 3.96mm 1 16M2945 0.45 
@ 3-640426-5 5 3.96mm 1 52K3536 0.78 @ 3-643819-3 3 3.96mm 1 87K2230 0.49 
@ 3-640426-6 6 3.96mm 1 52K4333 0.80 @ 3-643819-4 4 3.96mm 1 52K3593 0.32 
@ 3-640426-8 8 3.96mm 1 52K3538 0.56 @ 3-643819-5 5 3.96mm 1 52K3594 0.30 
@ 3-640426-9 9 3.96mm 1 87K2220 0.90 @ 3-643819-6 6 3.96mm 1 16M2946 0.32 
@ 4-640426-0 10 3.96mm 1 52K3645 1.20 @ 3-643819-8 8 3.96mm 1 52K3595 0.73 
@ 4-640426-2 12 3.96mm 1 52K3646 1.48 @ 4-643819-7 17 3.96mm 1 16M3925 1.63 
Receptacle, IDC / IDT, 18 AWG, Orange, Closed-End with Lock & Polarizing Tabs Receptacle, IDC / IDT, 22 AWG, Red, Feed-Thru with Lock 

@ 3-643817-2 2 3.96mm 1 52K3589 0.43 @ 3-640601-2 2 3.96mm 1 16M2919 0.23 
@ 3-643817-3 3 3.96mm 1 87K2229 0.12 @ 3-640601-3 3 3.96mm 1 40P9108 = 

@ 3-643817-4 4 3.96mm 1 52K4378 0.16 @ 3-640601-4 4 3.96mm 1 52K4362 — 

@ 3-643817-5 5 3.96mm 1 97H4009 0.63 @ 3-640601-6 6 3.96mm 1 40P9109 0.90 
@ 3-643817-6 6 3.96mm 1 52K4379 0.62 Receptacle, IDC / IDT, 22 AWG, Red, Feed-Thru with Lock & Polarizing Tabs 

@ 3-643817-8 8 3.96mm 1 52K3590 0.35 @ 3-644467-4 4 3.96mm 1 16M2985 0.37 
@ 3-643817-9 9 3.96mm 1 52K3591 0.70 @ 4-644467-1 11 3.96mm 1 16M3933 1.00 
@ 4-643817-2 12 3.96mm 1 16M3057 leat Receptacle, IDC / IDT, 24 AWG, White, Closed-End with Lock 

Receptacle, IDC / IDT, 18 AWG, Orange, Feed-Thru with Lock @ 3-640429-2 2 3.96mm 1 87K2224 0.40 
@ 3-640599-2 2 3.96mm 1 87K2227 = @ 3-640429-3 3 3.96mm 1 16M2908 0.29 
@ 3-640599-3 3 3.96mm 1 52K4360 = @ 3-640429-4 4 3.96mm 1 87K2225 0.73 
@ 3-640599-4 4 3.96mm 1 52K4361 0.77 @ 3-640429-5 5 3.96mm 1 39P8134 0.50 
@ 3-640599-5 5 3.96mm 1 46M4388 0.54 @ 3-640429-6 6 3.96mm 1 16M2909 a 

@ 3-640599-6 6 3.96mm 1 52K3548 0.95 @ 3-640429-9 9 3.96mm 1 18R0738 0.74 
@ 3-640599-8 8 3.96mm 1 09P2064 0.88 Receptacle, IDC / IDT, 24 AWG, White, Closed-End with Lock & Polarizing Tabs 

@ 3-640599-9 9 3.96mm 1 18R0889 0.86 @ 3-643820-2 2 3.96mm 1 16M2949 0.25 
@ 4-640599-0 10 3.96mm 1 34M2312 0.85 @ 3-643820-4 4 3.96mm 1 16M2951 0.34 
Receptacle, IDC / IDT, 18 AWG, Orange, Feed-Thru with Lock & Polarizing Tabs @ 3-643820-5 5 3.96mm 1 16M2952 0.43 
@ 3-644465-2 2 3.96mm 1 16M2970 0.15 @ 3-643820-6 6 3.96mm 1 16M2953 0.53 
@ 3-644465-3 3 3.96mm 1 16M2971 0.34 @ 3-643820-8 8 3.96mm 1 16M2955 0.75 
@ 3-644465-4 4 3.96mm 1 52K3601 0.66 @ 4-643820-0 10 3.96mm 1 16M3062 0.73 
Receptacle, IDC / IDT, 20 AWG, Yellow, Closed-End with Lock @ 4-643820-7 17 3.96mm 1 16M3927 1.73 
@ 3-640427-2 2 3.96mm 4 52K3539 0.34 Receptacle, IDC / IDT, 24 AWG, White, Feed-Thru with Lock & Polarizing Tabs 

@ 3-640427-3 3 3.96mm 1 87K2221 0.42 @ 3-644468-4 | 4 3.96mm 1 16M2993 0.37 
@ 3-640427-4 4 3.96mm 1 87K2222 0.57 PIM_32992 

@ 3-640427-6 6 3.96mm 1 16M2904 0.85 

@ 3-640427-7 7 3.96mm 1 16M2905 0.62 TE CONNECTIVITY’s AMP MTA-0.156” TOOLING 

@ 3-640427-8 8 3.96mm 1 16M2906 = Insertion Tool, Manual Handle Assembly & Terminating Head =TE 
@ 3-640427-9 9 3.96mm 1 16M2907 0.79 connectivity 
@ 4-640427-0 10 3.96mm 1 87K2234 ex AUTHORIZED DISTRIBUTOR 
@ 4-643819-0 10 3.96mm 1 16M3060 a 

@ 4-640427-2 12 3.96mm 1 16M3040 2.17 

Receptacle, IDC / IDT, 20 AWG, Yellow, Closed-End with Lock & Polarizing Tabs 

@ 3-643818-2 2 3.96mm 1 52K3592 0.45 

@ 3-643818-4 4 3.96mm 1 16M2940 0.62 

@ 3-643818-5 5 3.96mm 1 16M2941 0.38 

@ 3-643818-6 6 3.96mm 1 16M2942 cet: 59804-1 ere 58247-1 

@ 36400180 9 ely : poMzeeS WIGS The 59804-1 from TE is an insertion tool for mass termination assembly connectors. The T-handle wire insertion 
@ 4-643818-2 12 3.96mm 1 16M3059 1.01 tool is equipped with slotted blade design which is used to insert the wire into the MTA connector. The blade 
Receptacle, IDC / IDT, 20 AWG, Yellow, Feed-Thru with Lock is designed to fit into the connector slot to terminate the wire using the displacement terminating echnique. 

© 3-6406002 2 3.96mm 1 st pen This hale combi accepts ifeehangeatle femuinatng heads ft irmnate wee © 
Receptacle, IDC / IDT, 20 AWG, Yellow, Feed-Thru with Lock & Polarizing Tabs connectors. Do not use objects that could damage the handle assembly. The 58247-1 from TE is a terminating 
@ 3-644466-2 2 3.96mm 4 16M2976 0.18 head designed to terminate discrete wire in MTA-156 IDC closed-end receptable connectors with or without 
© 3.644466 4 3.96mm 1 GN ng teranatn, tis pocuc cides We inser, adhuster(nsoron ft), fod aide end loan pal (or 
@ 3-644466-6 6 3.96mm ‘1 16M2980 0.52 anti-backup pawl). 

Receptacle, IDC / IDT, 22 AWG, Red, Closed-End For Use Price Each 
@ 3-640433-2 2 3.96mm 1 52K3545 0.25 Mfg. Part No. With Stock No. 1-4+ 

@ 3-640433-3 3 3.96mm 1 40P9105 0.30 Insertion Tool 

@ 3-640433-4 4 3.96mm 1 95M8891 _ §9804-1 0.156” Centreline MTA Connectors 50F732 41.82 
@ 3-640433-5 5 3.96mm 1 54M6289 0.50 Manual Pistol-Grip Tool Handle 

© 3-640433-8 8 3.96mm 1 54M6290 0.66 58074-1 | Interchangeable Modular Head Assemblies: 58372-1, 58063-2,) 50F783 | 162.78 
Receptacle, IDC / IDT, 22 AWG, Red, Closed-End with Lock 58569-1, 58336-1, 58246-2, 58246-1, 58247-1 and 58443-1 

@ 3-640428-2 2 3.96mm 1 52K3540 0.43 MTA-0.156” IDC Receptacle Connectors, Crimp Tool Die 

© 3-640428-3 3 3.96mm 1 52K4334 0.50 §8247-1 58074-1 & 58075-1 Pistol Grip Handle Assemblies 50F786 269.35 
@ 3-640428-4 4 3.96mm 1 52K4335 0.57 Accessories 

© 3-640428-5 5 3.96mm 1 52K3541 0.75 PIM_32993 
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TE CONNECTIVITY’s AMP MTA 0.156” (3.96) CONNECTOR 


@ Indicates ROHS Compliant 


=D 
ACCESSORIES = TE (CT) CONNECTORS 
connectivity 
AUTHORIZED DISTRIBUTOR 
RoHS 
¥ Osa 
Available | 
= } 
a2? 
“a wl 
- —- 
be a 
Feed-Thru Strain Relief Cover J y * 
= v- 
=, 
Feed-Thru Dust Cover i 
Vertical Post Header 
Closed End Strain Relief Cover Right-Angle Post Header 


Closed-end or feed-thru strain relief covers and dust covers for use with MTA 0.156” connectors. 


4] Find Datasheets Online 


TE CONNECTIVITY’s AMP 2MM COMMON TERMINATION 


Recey 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


ptacle Housing 


RoHS _ 
Compliant 
Available 


Mass termination post headers available in vertical and right-angle configurations. Feature tin-lead plated posts. 
Receptacle housings accept tin-plated brass crimp contacts; order separately below. Housings constructed of 66 


No. of ae uExicelEachy nylon, rated UL94V-0. Color: natural. Other contact postions available; go online or call 
Mfg. Part No. Positions Description Stock No. 1-24+ BNESEREh 
Dust Cover, PET (Polyest No. of | Price Each" 
neve (Polyester) Mfg. Part No. Contacts Pitch Rows Stock No. 1-24+ 
@ 640551-2 2 Closed End 1100926 0.21 
Header, Through Hole, Panel Mount 
© 640551-3 3 Closed End 90F4044 0.12 
@ 292254-2 | 2 2mm 1 78K5062 0.48 
@ 640551-4 4 Closed End 50H6807 0.27 5 
Header, Through Hole, Right-Angle Post 
@ 640551-5 5 Closed End 85C3147 0.16 
(© 640551-6 6 Closed End 90F5372 2 : a“ : ene = 
fr losed En ens @ 292253-3 3 2mm ‘| 31K8550 0.09 
@ 640551-8 8 Closed End 16H2625 0.22 
@ 292253-4 4 2mm 1 72J8064 0.18 
@ 640643-8 8 Feed-Thru 51F1480 0.23 
@ 292253-5 5 2mm 1 71J0390 0.56 
@ 640551-9 9 Closed End 90F5374 0.45 
@ 292253-7 7 2mm 1 53K4170 0.78 
@ 1-640551-2 12 Closed End 90F5376 0.39 
ri = ; @ 1-292253-2 12 2mm q 26K3317 0.82 
Strain Relief Cover, Nylon (Polyamide) : 
Header, Through Hole, Vertical Box Post 
@ 643067-2 2 Closed End 90F4677 0.13 
= @ 292132-2 2 2mm 1 21K4796 = 
@ 643071-2 2 Feed-Thru 1305694 0.11 : 
Header, Through Hole, Vertical Standard Post 
@ 643067-3 3 Closed End 90F4678 0.62 
3 Feed-Th 78F1913 @ 292161-2 2 2mm 1 26K5436 — 
= — ; on : ~ = asl © 290161-4 4 amm 1 19K5981 = 
: 7 — Maa eel © 292161-6 6 2mm 1 30K5673 0.18 
- ae 5 on : ~ === we © 292161-8 8 amm 1 88K3147 = 
: —— = © 292161-9 9 2mm 1 03M5819 0.49 
© 643067-6 6 Closed End ue O28 Receptacle, Crimp, Housings 
@ 643067-7 i Closed End 90F4038 1.05 © 179228-2 2 mm 7 9867803 aes 
© 643071-8 8 Feed-Thru VEY = Receptacle, Crimp Housings 
@ 643067-9 9 Closed End 66F1600 0.76 © 175778-3 3 mm 7 87H8301 Ono 
@ 1-643067-0 10 Closed End 66F1580 4.11 7 
Ht CieenER TONGA aG aaa Receptacle, IDC / IDT, Housings 
SNe 7 Pincay Ehd aOFaOEG : @ 173977-2 2 2mm 1 92F8369 = 
Sere 3 — = = ee © 173977-3 3 2mm 1 52F3025 = 
© 1-643071-2 — ee) © 173977-5 5 2mm 1 52F5852 0.44 
EMI) © 173977-6 6 2mm 1 98B8604 0.76 
@ 173977-7 ih 2mm il 8901411 0.19 
TE CONNECTIVITY’s AMP CST-100 CRIMP HOUSINGS @ 173977-8 8 2mm 1 93B5407 0.95 
—= 
—) TE @ 173977-9 9 2mm 1 2306450 0.77 
Nay, cen @ 1-173977-1 1 2mm 1 2306446 = 
~~ AUTHORIZED DISTRIBUTOR @ 1-173977.2 12 2mm 1 23C6447 1.24 
>. 
mR QY Gee timpiat @ 1-173977-5 15 2mm 1 04H0798 = 
& Available Receptacle, Surface Mount, Crimp Housings 
AY G © 179228-4 4 2mm 1 0111299 0.28 
PIM_74249 
Me 
Pin & Socket Connector Housings 
@ Voltage rating: 250V © Wire range: 22-26 AWG Price Each 
© Current: 4A maximum © Operating temperature -55°C to +105°C No. of Wate Each 
Low-cost wire-to-board interconnections mate with MTA notched headers that are available; go online or call . Mfg. Part No. Positions Stock No. 1-24+ 
White nylon housings, rated UL 94V-0, feature locking ramp and polarized tab. Accept phosphor bronze crimp Receptacle 
contacts in choice of tin or 15y” gold plating; order separately below. Not interchangeable with CST-100 II @ 179228-3 3 9402919 =a 
contacts and housings. Mates with all MTA 0.100” headers except MTA 0.100” shrouded headers; go online 
or call. PIM_5518449 
No. of Price Each 
Mfg. Part No. Positions Rows Stock No. 1-9+ Pin & Socket Contacts 
Receptacle Contact Contact Tape Cut 
@ 1375820-2 2 1 85C1046 0.08 Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
@ 1375820-3 3 1 85C1047 0.11 Socket - Crimp 
@ 1375820-4 4 1 85C1048 0.27 @ 170262-1 20 AWG to 26 AWG Brass Tin Plated Contacts 92F8378 0.18 
@ 1375820-5 5 1 85C1049 0.29 PIM_5511494 
@ 1375820-6 6 1 85C1050 0.34 
@ 1375820-7 7 1 8501051 0.38 Rectangular Power Contacts 
@ 1375820-8 8 1 85C1052 0.43 Tape Cut 
Contact Contact AWG AWG 
AE a0 : SOCsi8 ome) Mfg. Part No. Material Plating Min Max | Stock No. 1-9+ 
@ 1-770602-1 1 1 24C0673 eae : 
2 7 aECaTED Socket, Crimp, 
BAis7obZiee O26) @ 179227-1 | Phosphor Bronze | Tin Plated Contacts | 26AWG | 22AWG | 9402924] 0.11 
@ 1-1375820-4 14 1 8603183 0.70 
PIM_5511495 
PIM_32991 
152 — Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 
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TE CONNECTIVITY’s AMP 2-POSITION POST SHUNTS TE CONNECTIVITY’s AMP SL-156 HOUSINGS AND CONTACTS (CONT.) 


= TE | No. of Price Each 
aati Mfg. Part No. Contacts Pitch Rows Stock No. 1-244 
AUTHORIZED DISTRIBUTOR Receptacle, Crimp, Housings with Polarizing Tabs 
0.25057 < 0.300" 0.200" Gepiinpiat @ 770849-2 2 3.96mm 1 97B0223 0.22 
Sy G62 ea (5.08) bvalable: @ 770849-4 4 3.96mm 1 95B0238 0.34 
ae TAL GG  o7708405 5 3.96mm 1 34B1846 0.20 
0.100" > @ 770849-6 6 3.96mm 1 92B9996 -- 
eet rect © 770849-7 7 3.96mm 1 52F5148 0.35 
2mm Mini Shunt : @ 770849-8 8 3.96mm 1 98B6557 0.46 
Economy @ 770849-9 9 3.96mm 1 9105108 0.65 
@ 1-770849-0 10 3.96mm 1 93C9786 0.45 
Tandem Spring @ 1-770849-1 1 3.96mm 1 10H3565 0.32 
® Stackable on 0.100” or 0.200” Centers @ Black Housing, Rated UL 94V-0 @ 1-770849-2 42 3.96mm 1 2701563 oe 
© Current Rating: 3 A Max. @ UL Recognized, CSA Certified 
© Dielectric Withstanding Voltage: 1000 VAC Min. © 1-770849-3 13 3.96mm 1 50H7678 0.51 
1-piece contact construction with high normal forces. Mate any common pairs of 0.025” square or round posts, @ 1-770849-6 16 3.96mm 1 10H3567 0.54 
or 0.22” x 0.026” formed posts. Receptacle, Crimp, Housings with Ramp 
No. of Price Each @ 640250-1 1 3.96mm 1 48F1934 0.08 
Mfg. Part No. Positions Pitch Stock No. 1-9+ @ 640250-2 2 3.96mm 1 90F4295 0.20 
Shunt, Dual-Beam, 15)” Gold @ 640250-3 3 3.96mm 1 90F4296 0.23 
@ 390088-2 2 2.54mm 48F5782 0.78 @ 640250-4 4 3.96mm 1 90F4297 0.23 
Shunt, Dual-Beam, 30y” Gold @ 640250-5 5 3.96mm 1 90F4298 0.28 
@ 390088-1 2 2.54mm 90B3200 0.84 @ 640250-6 6 3.96mm 1 90F4299 0.21 
Shunt, Economy, 15” Gold, Black @ 640250-7 7 3.96mm 1 90F4300 0.48 
@ 382811-6 2 2.54mm 9105937 0.11 @ 640250-8 8 3.96mm 1 90F4301 0.45 
Shunt, Economy, 15” Gold, Blue @ 640250-9 9 3.96mm Al 90F4302 0.60 
@ 382811-2 2 2.54mm 33B8307 ae @ 1-640250-0 10 3.96mm 1 90F4303 0.40 
Shunt, Economy, 15” Gold, Red @ 1-640250-2 12 3.96mm 1 90F4305 = 
@ 382811-9 2 2.54mm 93B5496 0.31 @ 1-640250-3 13 3.96mm 1 66F3011 0.83 
Shunt, Economy, 30y” Gold @ 1-640250-4 14 3.96mm 1 99F4127 0.30 
@ 382811-8 2 2.54mm 52F5498 0.26 @ 1-640250-6 16 3.96mm 1 13C2587 0.64 
Shunt, Economy, Tin 7 
For Use Price Each 
@ 2-382811-1 2 2.54mm 52K3458 0.23 Mig. Part No. Type With Gade, | ee 
Shunt, Handle, 304” Gold © 641623-1 Keying Plug | AMP SL-156 Series Connector Housings | 90F4052 a 
08815452 | rH SOE @ 540254-1 Keying Plug SL-156 Housings 90F4065 0.03 
Shunt, Handle, Tin PIM_32908 
@ 4-881545-2 2 2.54mm 78H0229 0.34 
Shunt, Mini Shunt, 15” Gold . ; 
© 3805752 2 omni 854987 024 Pin & Socket Connector Housings 
Shunt, Standard, 15” Gold No. of | Price Each" 
@ 531230-2 2 0.2” 9105951 0.31 Mfg. Part No. Positions Stock No. 1-49+ 
Shunt, Standard, 30” Gold Receptacle 
@ 531230-3 2 5.05mm 50F2410 1.29 © 770849-3 3 e5B0232 0.08 
Shunt, Standard, Tin PIMLES11659 
@ 531230-4 2 5.08mm 52K3773 ae 
Shunt, Tandem Spring, 30,” Gold Pin & Socket Contacts 
© 530153-2 2 2.54mm 90F 1808 1.53 Contact Canad Price Each 
Shunt, Tandem Spring, Tin Mfg. Part No. | Wire Size, AWG Material Plating Stock No. 1-9+ 
@ 4-530153-1 2 2.54mm 52K4402 0.90 Socket - Crimp, High Mating Force 
PIM_7984 @ 3-640706-1 | 18 AWG to 24 AWG Brass Tin Plated Contacts | 52K4364 0.43 
Socket - Crimp, High Mating Force, Pre-Tin Plated 
TE CONNECTIVITY’s AMP SL-156 HOUSINGS AND @ 640706-2 18 AWG to 24 AWG Brass Tin Plated Contacts | 66F3337 0.19 
CONTACTS Socket - Crimp, High Mating Force, Pre-Tin Plated, TC 
. CEE) @ 640252-2 18 AWG to 24 AWG Brass Tin Plated Contacts | 50B619 0.11 
\ AUTHORIZED DISTRIBUTOR Socket - Crimp, High Mating Force, TC 
8 RoHS @ 3-640252-1 | 18 AWG to 24 AWG Brass Tin Plated Contacts | 35M4434 0.03 
a ~ <A GeRiinpian Socket - Crimp, Low Mating Force 
—— » .- ‘ a A (q @ 3-640707-1 | 18 AWG to 24 AWG Brass Tin Plated Contacts | 52K3550 0.41 
ie e @ 770258-1 18 AWG to 24 AWG Brass Gold Plated Contacts | 90F3995 0.39 
Socket - Crimp, Low Mating Force, Hooded 
: sia Lig lal ae 0.156" (3.96, : eae exit preted sanccatantit @ 3-770522-1 | 18 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 87K2233 0.25 
«© Mating connettor'ock je @ 770522-2 | 18 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 16H5765 | 0.37 
Perfect for gaming and household appliance applications. Socket - Crimp, Low Mating Force, Hooded, TC 
No. of | Price Each @ 3-770476-1 | 18 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 52K4382 0.17 
Mfg. Part No. Contacts Pitch Rows Stock No. 4-24+ @ 770476-2 18 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 02E8739 0.13 
Receptacle, Crimp, Housings Socket - Crimp, Low Mating Force, Pre-Tin Plated 
@ 640251-1 1 3.96mm 4 90F4308 0.09 @ 350980-2 18 AWG to 24 AWG Brass Tin Plated Contacts | 90F3788 0.05 
@ 640251-3 3 3.96mm 1 90F4310 0.11 Socket - Crimp, Low Mating Force, TC 
@ 640251-5 5 3.96mm 4 90F4312 eee @ 3-350980-1 | 18 AWG to 24 AWG Brass Tin Plated Contacts | 52K4327 0.03 
@ 640251-6 6 3.96mm 4 90F4313 0.17 Socket - Crimp, Low Mating Force, TR 
@ 640251-8 8 3.96mm 1 90F4315 0.20 @ 350980-3 18 AWG to 24 AWG Brass Gold Plated Contacts | 7004993 0.38 
@ 1-640251-0 10 3.96mm 1 90F4317 ae PIM_5511658 
@ 1-640251-2 12 3.96mm 1 90F4319 0:55 
@ 1-640251-3 13 3.96mm 1 90F4320 0.29 
> CONTINUED > 
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9159 SERIES BOARD-TO-BOARD OPEN- VA" —— 

ENDED CARD EDGE CONNECTORS AN) CONTERONNECT 
RoHS 

Gee eimoian 

Available 


eS a 


aWea® 4 
Q : / 4 


9159 Series Open Ended Card Edge 


Features 

@ Miniaturized size, achieves 1mm in length for each 
number of contacts (4p = 4mm) 

© Double ended/double sided contacts for increased 
pin count density on standard 1.6mm thick PCB 

@ Economical high force tin-to-tin contact interface 

© Central support polarizing/location rib provides 


9159 series open-ended card edge connectors provide the highest density to reliably connect two in-line PCB's 
together in a cost-effective assembled solution. The increased pin count allows for more flexibility in mixing 
and matching power and signal lines. The double sided configuration (separate contacts for both the top and 
bottom of the PCB) doubles the pin count in a 2mm pitch. Features a white Nylon 46 insulator, rated UL94V-0 
and phosphor bronze contacts plated tin over nickel. Ideal for linear LED strip lighting and commercial/industrial 
co-planar or extended card applications. 

9159 series gold-plated horizontal coplanar board-to-board contact system maximizes lateral PCB alignment 
and mating tolerances with a proven 2-pc connector solution. Contact height has been minimized to 1.2mm 
above the PCB to prevent any shadowing effect. No insulator allows contacts to be individually spaced to 
support any voltage rating with a full 5A current rating. The PCB can be designed with the LED’s in the center 


9159 Series Coplanar BTB Contact System 


proper mating and PCB location 

@ High current capabilities: 3A 4p/6p and 2.54 
8p/10p 

® Voltage Rating: 300 VAC. 

© Durability: 5 cycles 

© Operating temperature range: -40°C to +125°C 


of the PCB and the contacts on the outer edges. This optimizes the design for functionality and assembly at 
the best cost possible. Individual contacts can support board-to-board and wire-to-board applications. Copper 
alloy contacts feature a nickel undercoat — pin contact is plated gold in mating area and tin on tails and socket 
contact is plated gold over all. 
No. of Row Price Each 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-9+ 
Card Edge, Surface Mount 
@ 009159004061916 4 2mm 2 1.8mm 85W8861 0.68 
@ 009159006061916 6 2mm 2 1.8mm 85W8862 0.46 
@ 009159008061916 8 2mm 2 1.8mm 85W8863 0.55 
@ 009159010061916 10 2mm 2 1.8mm 85W8864 0.41 
PIM_210110 
Contacts 
Current | Contact Contact Tape Cut 
Mfg. Part No. Rating Material Plating Stock No. 1-49+ 
Socket 
@ 709159001402006 5A Copper Gold Plated Contacts 85W8866 0.10 
PIM_5511513 


9296 SERIES SINGLE POKE HOME WIRE- 
TO-BOARD CONTACTS 


LN) ONTERonNECT 
Seb 


9296 series dual-beam box contact surface mounts to a PCB and provides a simple and reliable wire 
termination without soldering of the wire. The unique contact design integrates several key features within the 
stamping to facilitate SMT pickup, wire guidance, high force retention and easy wire removal. Combined, these 
features provide all of the benefits of a full function connector, without the added cost of the insulator and labor. 
Constructed of copper alloy with tin over nickel plating. Staged current rating is based on wire gauge: 12AWG is 
20A, 14AWG is 16A, 16AWG is 14A, 18AWG is 12A and 20AWG is 10A. Voltage rating is based on placement 


distance. Durability: 5 cycles. Operating temperature range: -40°C to +125°C. Mfg. part no. 06-9296-7001-01- 
000 contact opening tool to insert/withdraw wire is ordered separately; go online or call. 
Current Contact Contact Tape Cut 

Mfg. Part No. Rating Material Plating Stock No. 1-49+ 
Socket 
@ 709296001002006 8A Phosphor Bronze | Tin Plated Contacts | 07X2387 0.20 
@ 709296001003006 12A Phosphor Bronze | Tin Plated Contacts | 07X2388 0.22 
@ 709296001004006 20A Copper Tin Plated Contacts | 85W8867 0.33 
PIM_212013 
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MINITEK™ 2.00mm (0.079”) SHROUDED HEADERS Amphenol 


FCi 
RoHS _ 
Compliant 
Available 


Right-Angle 


Surface Mount 

Double-row 2.00 mm (0.079") shrouded headers available in thru-hole mount or surface mount versions. Both 
feature 15 u” gold plating on contact area, 150 ui” tin-lead plating on tail. Other header variations are available; 
go online or call. 


No. of Tape Cut 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-99+ 


Header, Surface Mount, 4 mm (0.157”) - Tape and Reel with Pick and Place Cap, 0.38,1m Gold 
Plating 


@ 98424-S52-06ALF 6 2mm 2 63K1955 1.06 


Header, Surface Mount, 4 mm (0.157”) - Tape and Reel with Pick and Place Cap, 0.76,1m Gold 
Plating 


@ 98424-G52-04ALF 4 2mm 2 63K1934 1.01 
@ 98424-G52-06ALF 6 2mm 2 06M2967 0.44 
@ 98424-G52-08ALF 8 2mm 2 43K4519 0.52 
@ 98424-G52-10ALF 10 2mm 2 63K1936 0.46 
@ 98424-G52-12ALF 12 2mm 2 84K7261 0.46 
@ 98424-G52-14ALF 14 2mm 2 63K1938 1.04 
@ 98424-G52-16ALF 16 2mm 2 63K1940 0.54 
@ 98424-G52-20ALF 20 2mm 2 63K1943 Hes: 


Header, Through Hole, 4 mm (0.157”) Mating Side, 2.5 mm (0.09”) Solder Side, 0.38.um Gold 
Plating 


@ 98414-S06-44ULF 44 2mm 2 63K1896 3.33 
@ 98414-S06-50ULF 50 2mm 2 63K1897 3.47 


Header, Through Hole, 4 mm (0.157”) Mating Side, 2.5 mm (0.09”) Solder Side, 0.76yum Gold 
Plating 


@ 98414-G06-06LF 6 2mm 2 63K1869 oes 

@ 98414-G06-14LF 14 2mm 20M3308 0.95 

@ 98414-G06-44LF 44 2mm 20M3321 4.09 
PIM_61076 
DUBOX™2.54mm (0.100”) SHROUDED HEADERS Amphenol 


Housing: Glass filled thermoplastic polyester 
Flammability Rating: UL 94 V-0 

Contacts: Gold plated Phosphor Bronze 

Current Rating: 3 A continuous 

Insulation Resistance: 1x 105 Mohm min. 

Dielectric Withstanding Voltage: 1000 V rms 

Operating Temperature: -40°C to +125°C. 

For use with Dubox™ crimp-to-wire housings and are 
stackable end-to-end. Passive latching, anti-reverse and 
anti-miss-match when used with Dubox™ crimp-to-wire 
housings. 


FCi 
RoHS _ 
Compliant 
Available 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header, Through Hole 
@ 76384-302LF 2 2.54mm 1 62K8648 as 
@ 76384-303LF 3 2.54mm 1 62K8649 es 
@ 76385-303LF 6 2.54mm 2 62K8683 0.22 
@ 76385-304LF 8 2.54mm 2 62K8684 = 
@ 76385-305LF 10 2.54mm 2 62K8685 1.24 
@ 76385-308LF 16 2.54mm 2 62K8688 0.26 
Header, Through Hole, Right Angle 
@ 76382-306LF 6 2.54mm 1 62K8558 1.43 
Header, Through Hole, Straight 
@ 76384-304LF 4 2.54mm 1 62K8650 0.49 
PIM_134267 
DUBOX™ 2.54mm (0.100”) CRIMP-TO-WIRE HOUSINGS Am phe nol 


FCi 
RoHS _ 
Compliant 
Available 


® Housing: Glass filled thermoplastic polyester; @ Insulation Resistance: 1x 105 Mohm min. 
Color: Blue © Dielectric Withstanding Voltage: 1000 V rms 
® Contacts: Gold plated Phosphor Bronze © Operating Temperature: -65°C to +125°C 
For use with Dubox™ crimp-to-wire contacts and are stackable end-to-end. Passive latching, anti-reverse 


and anti-miss-match when used with Dubox™ shrouded headers. Contacts removable for easy repairability. 


> CONTINUED > 
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BERGSTIK™ UNSHROUDED VERTICAL SINGLE-ROW AND DOUBLE-ROW 


No. of Price Each HEADERS (CONT.) 
Mfg. Part No. Positions Rows Stock No. [19+ No. of Price Each 
Receptacle Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
@ 65240-002LF 2 1 62K6545 0.25 Header - Through Hole - 0.76um Gold Plated 
@ 65240-004LF 4 1 62K6547 0.45 @ 67996-126HLF 26 2.54mm 2 84K6414 1.82 
@ 65239-002LF 4 2 62K6523 0.20 @ 67996-172HLF 72 2.54mm 2 65K9535, —_ 
@ 65240-006LF 6 1 62K6549 0.28 Header - Through Hole - Tin Plated 
@ 65239-003LF 6 2 62K6524 0.34 @ 68000-436HLF 36 2.54mm 1 84K6424 1.98 
@ 65239-004LF 8 2 62K6525 (Oe @ 77311-401-36LF 36 2.54mm 1 93K5128 0.62 
@ 65239-005LF 10 2 62K6526 0.53 @ 67996-406HLF 6 2.54mm 2 20M2191 0.41 
@ 65239-006LF 12 2 62K6527 0.15 @ 67996-472HLF 72 2.54mm 2 65K9536 2:25 
@ 65239-008LF 16 2 62K6529 0.76 @ 67997-472HLF 72 2.54mm 2 06M1762 0.26 
PIM_134271 PIM_61184 
Pin & Socket Contacts PV™ 2.54mm (0.100”) SHROUDED HEADERS Amphenol 
a Contact Contact [PricbEach Flammability Rating: ULV. FCi 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-94 © Contacts: Gold plated Phosphor Bronze lis 
Socket - Crimp, Loose Piece © Current Rating: 3 A continuous Gop iinpiat 
© 76357-301LF | 22 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 62K8551 | 0.34 ® Insulation Resistance: 100000 mohm min. “a 
= ® Dielectric Withstanding Voltage: 1000 V 
Socket - Crimp, Tape Cut © Operating Temperature: -40°C to +95°C 
@ 76347-301LF | 22 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 62K8468 0.20 High temperature headers feature high reliability contacts 


PIM_5511443 


BERGSTIK™ UNSHROUDED VERTICAL SINGLE- 
ROW AND DOUBLE-ROW 
HEADERS 


Amphenol 
FCi 


RoHS — 
Compliant 
Available 


SMD 


Thru-hole and surface mount headers in single-row and double-row configurations. Phosphor-bronze pins 


are 15y” gold-plated in contact area and 150u” tin/lead-plated on tail. High-temperature, black thermoplastic 
housing, flammability rated UL94V-0. Current rating: 3A continuous. Insulation resistance: 5000MQ min. 
Dielectric withstanding voltage: 1500V. Post: 0.230" (5.84). Other versions and sizes are available; go online 
or call. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. |  1-9% _ 
Header - Surface Mount 
54201-S08-05 5 2.54mm 1 2203143 0.32 
54202-S08-04 4 2.54mm 2 2203244 0.40 
54202-S08-10 10 2.54mm 2 22€3250 41.29 
54202-S08-14 14 2.54mm 2 2203254 4.15 
54202-S08-16 16 2.54mm 2 2203256 1.36 
54202-S08-20 20 2.54mm 2 22C3260 1.99 
Header - Surface Mount - 0.76m Gold Plated 
@ 95278-101A06LF 6 2.54mm 2 63K1608 0.90 
@ 95278-101A10LF 10 2.54mm 2 84K7236 0.20 
@ 95278-101A16LF 16 2.54mm 2 63K1612 4.15 
@ 95278-101A20LF 20 2.54mm 2 84K7237 1.38 
Header - Through Hole 
54101-S08-04 4 2.54mm 1 2201650 0.24 
54102-S08-18 36 2.54mm 2 22C2578 1.47 
Header - Through Hole - 0.38m Gold Plated 
@ 77311-818-36LF 36 2.54mm 1 93K5129 1.76 
@ 67996-206HLF 6 2.54mm 2 33M7808 0.60 
@ 67996-210HLF 10 2.54mm 2 33M7809 0.10 
@ 67997-220HLF 20 2.54mm 2 86K8610 0.56 
@ 67996-220HLF 20 2.54mm 2 33M7813 1.33 
@ 67996-272HLF 72 2.54mm 2 78K5719 3.07 
Header - Through Hole - 0.761m Gold Plated 
@ 77311-118-08LF 8 2.54mm 1 62K8871 0.62 
@ 77311-101-16LF 16 2.54mm 1 17M4437 0.66 
@ 68001-136HLF 36 2.54mm 1 06M1771 2.49 
@ 67996-102HLF 2 2.54mm 2 78M6708 0.36 
@ 67996-104HLF 4 2.54mm 2 20M2185 0.49 
@ 67996-106HLF 6 2.54mm 2 20M2186 0.07 
@ 67996-110HLF 10 2.54mm 2 06M1752 0.26 
@ 67996-112HLF 12 2.54mm 2 20M2187 0.66 
@ 67996-114HLF 14 2.54mm 2 30M1973 4.15 
@ 67996-116HLF 16 2.54mm 2 20M2188 ees 
@ 67996-120HLF 20 2.54mm 2 20M2189 1.53 
@ 67996-124HLF 24 2.54mm 2 30M1975 1.56 
> CONTINUED > 
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and passive latching system. 


No. of Price Each 

Mfg. Part No. Contacts Pitch Rows StockNo. | 1-9+ 
Header, Through Hole, 0.76ym Gold Plated, Right Angle 
@ 78208-103HLF 3 2.54mm 1 03M2314 0.21 
@ 78208-104HLF 4 2.54mm 1 03M2315 = 
@ 78207-108HLF 8 2.54mm 2 03M2303 0.26 
@ 78207-110HLF 10 2.54mm 2 03M2304 0.88 
Header, Through Hole, 0.76um Gold Plated, Straight 
@ 69167-103HLF 3 2.54mm 1 03M2203 0.38 
@ 69167-106HLF 6 2.54mm 1 03M2206 1.46 
@ 69168-106HLF 6 2.54mm 2 03M2217 1.52 
@ 69168-108HLF 8 2.54mm 2 03M2218 1.99 
@ 69168-110HLF 10 2.54mm 2 03M2220 2.37 
@ 69168-120HLF 20 2.54mm 2 03M2225 = 
Header, Through Hole, Straight 
@ 76384-304LF 4 2.54mm 1 62K8650 0.49 
PIM_134272 


MINITEK™ 2,00mm (0.079”) CRIMP-TO-WIRE HOUSINGS +Amphenol 
AND CRIMP CONTACTS FCi 


RoHS _ 
Compliant 
Available 


DOUBLE FLOW 
CRIMP TO WIRE 
HOUSING 


RECEPTACLE 


INSULATION 
BARREL 


LOCKING TABS 
FOR HOUSING 


DUAL BEAM 
SONTACT 4& 


PIN 


ALIGNMENT OVERSTRESS 


RAMP PROTECTION 
Minitek™ crimp-to-wire, double-row housings are offered keyed or unkeyed with 2.00 x 2.00 mm (0.079 x 0.079") 
centerlines. Contructed of black nylon. Insulation resistance: 1000 Mohms minimum. Withstanding voltage: 650 
Vrms. Current rating: 2 A. Operating temperature: -40°C to +105°C. Order 2mm crimp contacts separately 
below. UL recognized, CSA certified. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-9 
Receptacle, Crimp, Double Row - With Active Latch 
@ 10073599-008LF 8 2mm 2 78M3862 1.03 
@ 10073599-010LF 10 2mm 2 78M3863 0.82 
@ 10073599-012LF 12 2mm 2 78M3864 = 
Receptacle, Crimp, Double Row - With Polarizing Keys 
@ 90311-004LF 4 2mm 2 01M4831 0.36 
@ 90311-006LF 6 2mm 2 01M4832 = 
@ 90311-008LF 8 2mm 2 01M4833 = 
@ 90311-010LF 10 2mm 2 01M4834 0.89 
@ 90311-012LF 12 2mm 2 01M4835 0.67 
@ 90311-016LF 16 2mm 2 09P8387 1.19 
Receptacle, Double Row - With Active Latch 
@ 10073599-014LF 14 2mm 2 78M3865 424 
@ 10073599-030LF 30 2mm 2 78M3873 1.43 
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CONNECTORS & ACCESSORIES 
PC BOARD HEADERS & SOCKETS 


MINITEK™ 2.00mm (0.079”) CRIMP-TO-WIRE HOUSINGS AND CRIMP 
CONTACTS (CONT.) 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Receptacle, Double Row - Without Polarizing Keys 
@ 69307-014LF 14 2mm 2 01M3609 0.37 
Receptacle, Double Row - With Polarizing Keys 
@ 90312-004LF 4 2mm 1 01M4856 0.90 
@ 90312-008LF 8 2mm 1 01M4860 0.17 
@ 90311-014LF 14 2mm 2 01M4836 1.13 
@ 90311-044LF 44 2mm 2 01M4851 1.93 
PIM_75629 
Pin & Socket Contacts 
Contact Contact Tape Cut 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 


Socket - Crimp 
@ 77138-101LF | 26 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts 


06M2115 0.19 


PIM_5511475, 

MINI-JUMP™ SHUNT JUMPER SYSTEMS Amphenol 

@ Standard 2-Position for 0.100” (2.54) Centers 4 
Mate with 0.025"(0.635) Square and Round Pins FCi 


Contact Resistance: 15 Megohms 

Current Rating: 2.5A Max. Per Contact 

65474 Series feature Blue Housings; 68786 and 
71363 Series feature Black Housings 

@ UL Recognized, CSA Certified 

Economical, stackable jumper systems are 
applicable for bussing, programming and switch 


Compliant 
Available 


replacement. Low-profile shunts stand 0.200"(5.08) 
above PC board; high-body shunts stand 0.360” 
(9.15) above PC board. Dual-beam, phosphor- 
bronze contacts. 
No. of Price Each 
Mfg. Part No. Positions Pitch Stock No. 1-9+ 

Jumper, High Body, Black, 100” Tin, ROHS Compliant 
@ 71363-302LF 2 2.54mm 72K3596 0.07 
Jumper, High Body, Black, 15” Gold 

71363-102 2 2.54mm 97F9685 0.33 
Jumper, High Body, Black, 15” Gold, RoHS Compliant 
@ 71363-102LF 2 2.54mm 62K7134 0.33 
Jumper, High Body, Black, 30” Gold, ROHS Compliant 
@ 71363-202LF 2 2.54mm 06M1934 0.13 
Jumper, Low, Profile, Blue, 100” Tin, ROHS Compliant 
@ 65474-002LF 2 2.54mm 06M1613 —_ 
Jumper, Low, Profile, Blue, 30” Gold 

65474-010 2 2.54mm 89F4580 0.12 
Jumper, Low, Profile, Blue, 30” Gold, ROHS Compliant 
@ 65474-010LF 2 2.54mm 06M1617 0.61 
Jumper, Low, Profile, Blue, 40” Gold 
@ 65474-001 2 2.54mm 94F7344 0.70 
Jumper, Low, Profile, Blue, 40” Gold, ROHS Compliant 
@ 65474-001LF 2 2.54mm 93K4798 0.58 
Jumper, Low, Profile, White, 100” Tin, ROHS Compliant 
@ 68786-302LF 2 2.54mm 06M1818 0.07 
Jumper, Low, Profile, White, 15” Gold, ROHS Compliant 
@ 68786-102LF 2 2.54mm 53K1469 0.30 
Jumper, Low, Profile, White, 30” Gold 
@ 68786-202 2 2.54mm 89F4578 0.09 
Jumper, Low, Profile, White, 30” Gold, ROHS Compliant 
@ 68786-202LF 2 2.54mm 84K6455 0.38 
PIM_8419 
SHUNT JUMPERS multicomp 


RoHS 
Compliant 
Available 


Allows quick connection of circuits on circuit boards, shorting socket jumper for address or code strip line plugs. 
Sold in packages of 25. 
Price per 
No.of |_ Pkg. 
Mfg. Part No. Positions Pitch Stock No. 1-99+ 
Jumper, Closed, 6.50 mm Height 
@ SPC19808 2 2.54mm 84K8570 0.42 
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@ Indicates RoHS Compliant 4] Find Datasheets Online 


SHUNT JUMPERS (CONT.) 
Price per 
No. of Pkg. 
Mfg. Part No. Positions Pitch Stock No. 1-99+ 
Jumper, Closed, 8.50 mm Height 
@ SPC19806 2 2.54mm 84K8568 6.80 
Jumper, Open, 4.50 mm Height 
@ SPC19809 2 2.54mm 84K8571 5.53 
Jumper, Open, 6.00 mm Height 
@ SPC19807 2 2.54mm | 84K8569 4.42 
Shunt, Open, 3.50 mm Height 
@ SPC20480 2 2mm | 93K5733 0.33 
Shunt Jumper, Open, With Handle, 13.77 mm Height 
@ SPC20479 2 2.54mm 93K5732 0.20 
PIM_7862 
DUBOX™ 2.54mm (0.100”) PC BOARD VERTICAL Amphenol 


RECEPTACLES 


Gein . 
Compliant 
Available 
© 
WG 


Double Row, Top Entry : 
© Dielectric Withstanding Voltage: 1000V 
© Operating Temperature: -65°C to +125°C 
@ UL Recognized, CSA Certified 


Single Row, Top Entry 


© Current Rating: 3A DC Max. per Individual Contact 
@ Insulation Resistance: 1000MQ Min. 
© Contact Resistance: 15mQ Max. Initial, 20mOQ 


Max. after Environmental Tests 
Vertical receptacles feature phosphor bronze contacts plated with 30” gold in contact area and 100u” tin/lead 
on tails. Blue thermoplastic housing, flammability rated UL94V-0. 2A DC max. per contact for fully energized 
connector. For full dimensional information go online or call 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-9% 

Receptacle - Through Hole - Black 

@ 66951-008LF 8 2.54mm 1 72K2935 = 

@ 66953-005LF 10 2.54mm 2 72K2940 2.05 

@ 66953-007LF 14 2.54mm 2 72K2942 = 

@ 66953-008LF 16 2.54mm 2 06M1696 3.32 

@ 66953-015LF 30 2.54mm 2 72K2947 4.45 

@ 66953-017LF 34 2.54mm 2 72K2948 4.23 

@ 66953-025LF 50 2.54mm 2 72K2952 ea 

Receptacle - Through Hole - Blue 

@ 75915-306LF 6 2.54mm 1 62K8174 0.62 

@ 75915-308LF 8 2.54mm 1 62K8176 1.15 

@ 75915-310LF 10 2.54mm 1 62K8178 1.06 

@ 75915-312LF 12 2.54mm 1 62K8180 1.60 

@ 75915-314LF 14 2.54mm 1 62K8182 1.19 

@ 75915-316LF 16 2.54mm 1 62K8184 2.14 

@ 75915-320LF 20 2.54mm 1 62K8188 1.93 

@ 87606-308LF 16 2.54mm 2 63K0748 2.64 

@ 87606-310LF 20 2.54mm 2 63K0751 0.47 

@ 87606-312LF 24 2.54mm 2 63K0753 0.62 

@ 87606-316LF 32 2.54mm 2 63K0758 3.22 

@ 87606-320LF 40 2.54mm 2 66K0113 6.07 
PIM_61270 


DUBOX™ 2.54mm (0.100”) LOW-PROFILE PCB VERTICAL Amphenol 
RECEPTACLES FCi 


RoHS _ 
Compliant 
Available 


@ Dubox™ contacts have a pre-stressed, dual beam 
design to enable low insertion force 

4-wall contact design for signal protection 

Current Rating: 3A DC max.per Indivdual Contact 
Insulation Resistance: 1000MQ min. 

Contact Resistance: 15mQ max. Initial, 20mQ 
max. After Environmental Tests 


Dielectric Withstanding Voltage: 1000V 
Housing: Glass filled thermoplastic 
Flammability rating: UL94V-0 

Mating cycles (durability): 200 

Operating Temperatures: -65°C to +125°C 
UL Recognized, CSA Certified 
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CONNECTORS & ACCESSORIES 


PC BOARD HEADERS & SOCKETS 


DUBOX™ 2.54mm (0.100”) LOW-PROFILE PCB VERTICAL RECEPTACLES 1.00mm BOARD-TO-BOARD HEADER CONNECTORS (CONT.) 


(CONT.) No. of Price Each 
oe ee mi.Parne, __| contts | _picn_| ows | stoke, | a" 
- - — - Ee Header - Through Hole - Vertical, 2.00 mm Pin Length 
: : <I @ BC020-08-A-0200-0300-L 8 1mm 1 67R6868 0.50 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ © 8C020-09-A.0200-0300-L 9 aaah 1 67R6870 AGE 
Tae @ BC020-10-A-0200-0300-| 10 1mm 1 67R6872 0.67 
@ 89898-302ALF 4 2.54mm 2 63K1187 1.13 = 2 
© 89808-306ALF 12 254mm 2 63K1198 a @ BC035-04-A-0200-0300-L 4 1mm 2 67R7012 0.27 
© 89898-308ALF 16 254mm 63K1202 Aas @ BC035-06-A-0200-0300-L 6 1mm 2 67R7014 0.24 
@ BC035-08-A-0200-0300-L 8 1mm 2 67R7016 0.23 
eal Ll @ BC035-10-A-0200-0300-| 10 1mm 2 67R7018 0.49 
@ 68685-306LF 6 2.54mm 1 72K3204 0.46 —— 7 : 
© 68685-308LE 3 254mm 7 72K3205 DED Header - Through Hole - Vertical, 3.80 mm Pin Length 
© 68685-316LF 16 254mm 7 72K3208 618 @ BC020-04-A-0380-0300-L 4 1mm 1 67R6861 0.54 
© 68685-320LF 20 254mm 7 72K3210 646 @ BC020-05-A-0380-0300-L 5 1mm 1 67R6863 0.55 
© 68683-303LF 6 254mm 72K3186 7B @ BC020-06-A-0380-0300-L 6 1mm 1 67R6865 0.62 
= @ BC020-07-A-0380-0300-L 7 1mm 1 67R6867 0.71 
@ 68683-305LF 10 2.54mm 2 72K3188 1.18 
© 68683-307LF 14 254mm 72K3189 GS @ BC020-08-A-0380-0300-L - mn aa 0.73 
sinner [eae |e | ay Semeamnaees || te 
@ 68683-310LF 20 2.54mm 2 06M1806 2EP — = 
© 66953-010LF 20 254mm 7) 72K2943 3.77 @ BC035-04-A-0380-0300-L 4 1mm 2 67R7013 0.21 
© 68683-313LF %6 254mm 6M1807 Bain @ BC035-06-A-0380-0300-L 6 1mm 2 67R7015 0.21 
= @ BC035-08-A-0380-0300-L 8 1mm 2 67R7017 0.28 
—t | cell) : oe aed @ BC035-10-A-0380-0300-| 10 1mm 2 67R7019 0.27 
@ 68683-317LF 34 2.54mm 2 72K3192 1.96 = - 
@ 68683-320LF 40 2.54mm 2 72K3194 eile} eee 
@ 68683-325LF 50 2.54mm 2 72K3195 6.87 
@ 68683-332LF 64 254mm 2 72K3196 10.71 1.00mm BOARD-TO-BOARD RECEPTACLE 
Receptacle - Through Hole - Blue CONNECTORS 
@ 76341-303LF 3 2.54mm 1 93K5098 = 
@ 76341-306LF 6 2.54mm 1 93K5101 = RoHS _ 
= Compliant 
@ 76342-304LF 8 2.54mm 2 93K5112 = Gepiinin 
@ 76342-308LF 16 2.54mm 2 93K5115 2.51 
@ 76342-310LF 20 2.54mm 2 93K5117 2.07 
PIM_8411 
BCO6S BC070 BC085 
1.00mm BOARD-TO-BOARD HEADER compat Specifications: 200 VAC.; BC085: 300 VAC 
CONNECTORS Avallable © Current rating: 1A © Operating temperature: -40°C to 105°C 
© Contact resistance: BC065, BCO70: 40mO Max.; © Contact material: BC065, BCO70: Phosphor 
BCO085: 20mO Max. bronze; BC085: Copper alloy 
@ |nsulation resistance: BC065, BC070: 500 MO © Standard insulator material: Polyester LCP, UL 
Min.; BCO85: 1000 MO Min. 94-V0 
@ Dielectric withstanding voltage: BC065, BC070: 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-9* 
Receptacle - Surface Mount 
BC020 BC032 BC035 BC050 @ BC070-02-A-1-L-D 2 1mm 1 67R7207 0.22 
Specifications: © Operating temperature: -40°C to 105°C @ BC070-03-A-1-L-D 3 1mm 1 67R7208 0.22 
© Current rating: 1A © Contact material: BC020, BC035, BC050: Copper @ BC070-04-A-1-L-D 4 4mm 4 67R7209 as 
e i : : : 
® Inslaton resistance: 1000 MO Mi, « Standard insulator mate Polyester LCP, UL © BCOTO-05-A4-LD 5 fmm [1 eme7210_ | 0.30 
@ Dielectric withstanding voltage: 300 VAC 94-V0 @ BC070-06-A-1-L-D 6 1mm 1 67R7211 0.36 
No. of Price Each @ BC070-07-A-1-L-D 7 1mm 1 67R7212 0.42 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ @ BC070-08-A-1-L-D 8 1mm 1 67R7213 0.48 
Header - Surface Mount - Vertical, 2.00 mm Pin Length @ BCO070-09-A-1-L-D 9 1mm 1 67R7214 0.53 
@ BC032-02-A-2-0200-0200-L 2 1mm 1 67R6934 0.47 @ BC070-10-A-1-L-D 10 1mm 1 67R7215 0.59 
@ BC032-03-A-2-0200-0200-L 3 1mm 1 67R6936 0.47 @ BC085-06-A-0390-L-D 6 1mm 2 67R7246 0.04 
@ BC032-04-A-2-0200-0200-L-D 4 1mm 1 67R6938 0.56 @ BC085-08-A-0390-L-D 8 1mm 2 67R7247 0.54 
@ BC032-05-A-2-0200-0200-L-D 5 1mm 1 67R6940 0.54 @ BC085-10-A-0390-L-D 10 1mm 2 67R7248 0.65 
@ BC032-06-A-2-0200-0200-L-D 6 1mm 1 67R6942 0.57 Receptacle - Through Hole 
@ BC032-07-A-2-0200-0200-L-D 7 1mm 1 67R6944 0.66 @ BC065-02-A-L-G 2 1mm 1 67R7168 = 
@ BC032-08-A-2-0200-0200-L-D 8 1mm 1 67R6946 0.61 @ BC065-03-A-L-G 3 1mm 1 67R7169 0.19 
@ BC032-09-A-2-0200-0200-L-D 9 1mm 1 67R6948 0.63 @ BC065-04-A-L-G 4 1mm 1 67R7170 0.23 
@ BC032-10-A-2-0200-0200-L-D 10 1mm 1 67R6950 0.65 @ BC065-05-A-L-D 5 1mm 1 67R7171 0.07 
Header - Surface Mount - Vertical, 3.80 mm Pin Length @ BC065-06-A-L-D 6 1mm 1 67R7172 O23 
@ BC032-02-A-2-0200-0380-L 2 1mm 1 67R6935 0.47 @ BC065-07-A-L-D rf 1mm 1 67R7173 0.40 
@ BC032-03-A-2-0200-0380-L 3 1mm 1 67R6937 0.47 @ BC065-08-A-L-D 8 1mm 1 67R7174 0.23 
@ BC032-04-A-2-0200-0380-L-D 4 1mm 1 67R6939 0.60 @ BC065-09-A-L-D 9 1mm 1 67R7175 = 
@ BC032-05-A-2-0200-0380-L-D 5 1mm 1 67R6941 0.62 @ BC065-10-A-L-D 10 1mm 1 67R7176 0.04 
@ BC032-06-A-2-0200-0380-L-D 6 1mm 1 67R6943 0.70 PIM_168170 
@ BC032-07-A-2-0200-0380-L-D 7 1mm 1 67R6945 0.65 
@ BC032-08-A-2-0200-0380-L-D 8 1mm 1 67R6947 0.67 
@ BC032-09-A-2-0200-0380-L-D 9 1mm 1 67R6949 0.77 
@ BC032-10-A-2-0200-0380-L-D 10 1mm 1 67R6951 0.71 
Header - Through Hole - Vertical, 2.00 mm Pin Length 
@ BC020-04-A-0200-0300-L 4 1mm 1 67R6860 0.35 
@ BC020-05-A-0200-0300-L 5 1mm 1 67R6862 0.84 
@ BC020-06-A-0200-0300-L 6 1mm 1 67R6864 0.57 
@ BC020-07-A-0200-0300-L 7 1mm 1 67R6866 0.28 
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CONNECTORS & ACCESSORIES 


PC BOARD HEADERS & SOCKET: 


M22 SERIES MALE CONNECTORS 


Straight SMT 


© Unshrouded 

@ Body material: Nylon 
@ Pitch spacing: 2mm 
© Contact finish: Gold 


HARWIN 


RoHS _ 
Compliant 
Available 


Straight PC Tail 


© Housings available; order separately online. 
@ Suitable for use with female connectors 

© Operating Temperature: -40°C to +105°C 

© Current rating: 1A 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


M22 SERIES FEMALE CONNECTORS (CONT.) 
@ M22-7131442 14 
PIM_90457 


2mm 1 71K8288 = 


M22 SERIES FEMALE CRIMP HOUSINGS 

© Body material: Nylon 6/6 

@ Pitch spacing: 0.080" 

© Twin-leaf phosphor bronze contacts, rear insertable into 
housing; order separately below 

© Suitable to use with male connectors 


HARWIN 

Spire 7 
Compliant 
Available 


No. of Price Each 
Mfg. Part No. Contacts | Pitch Rows Stock No. 1-94 No. of Price Each 
Header - Surface Mount - 3.20 mm Mating Pin Height Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
@ M22-5430405 8 2mm 2 56K0849 1.28 Receptacle 
Header - Surface Mount - 4.20 mm Mating Pin Height @ M22-3010500 5 2mm 1 56K0648 0.28 
@ M22-5330205 2 2mm 1 56K0824 0.25 © M22-3010600 6 2mm 1 87H9438 0.30 
@ M22-5330505 5 | 2mm 1 56K0827 0.56 @ M22-3020500 10 2mm 2 81H3906 0.10 
Header - Surface Mount - Right Angle, 3.50 mm Mating Pin Height © M22-3020600 12 2mm 2 03H3162 = 
@ M22-5320205 4 2mm 2 56K0691 0.40 Receptacle, Crimp 
@ M22-5320305 6 2mm 2 56K0696 = @ M22-3010200 2mm 1 56K0645 _ 
@ M22-5320405 8 2mm 2 81H4316 0.57 @ M22-3010300 2mm 1 56K0646 = 
@ M22-5320505 10 2mm 2 85H0480 0.69 @ M122-3011000 10 2mm 1 56K0651 0.42 
@ M22-5321005 20 2mm 2 37J0146 1.54 @ M22-3020200 4 2mm 2 56K0662 0.28 
Header - Through Hole - Vertical, 3.50 mm Mating Pin Height @ M22-3020300 2mm 2 56K0663 0.29 
@ M22-2510205 2 2mm 1 33K3483 0.25 @ M22-3020400 2mm 2 56K0664 0.36 
@ M22-2510305 3 2mm 1 37K8782 0.14 @ M22-3021000 20 2mm 2 56K0668 = 
@ M22-2510605 6 2mm 1 56K0371 0.27 PIM_90403 
@ M22-2511005 10 2mm 1 98H0416 0.74 
@ M22-2512005 20 2mm 1 56K0398 = Pin & Socket Contacts 
@ M22-2520305 2mm 2 89H8939 0.56 pricsnen 
@ M22-2520405 8 2mm 2 89H8942 0.19 Contact Cantuel Spool 
@ M22-2520505 10 2mm 2 56K0418 0.75 Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
@ M22-2520605 12 2mm 2 56K0420 0.51 Socket - Crimp, Gold + Tin Contacts, Loose Contacts 
@ M22-2521005 20 2mm 2 56K0426 0.81 @ M22-3050042 | 24 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 41M1847 10.40 
@ M22-2521405 28 2mm 2 56K0434 1.34 PIM_5511487 
Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ ARCHER M50 SERIES 0.050” (1.27mm RoHS « 
@M22-1 sae Jumper, aa Gold Plated 56K0291 0.21 HEADER CONNECTORS ( ) Gepeinoiat HARWIN 
@ M22-1900046 Jumper, Black, Tin Plated 03M3586 as 
@ M22-1910005 Jumper, Blue, Gold Plated 02/7738 = 
@ M22-1920005 Jumper, Red, Gold Plated 56K0294 0.20 
@ M22-1920046 Jumper, Red, Tin Plated 03M3588 0.19 


PIM_90408 


M22 SERIES FEMALE CONNECTORS 


HARWIN 

Spire ’ 
Compliant 
Available 


M22-713 
Mees M22-714 
@ Unshrouded © Suitable for use with male connectors; order 
@ Body material: Nylon separately 
@ Pitch spacing: 0.08” 
No. of Price Each 

Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Receptacle - Surface Mount - 4.30 mm Connector Height - Gold Plated Contacts 
@ M22-6340342 6 2mm 2 03M3988 0.64 
@ M22-6340442 8 2mm 2 03M3990 1.03 
@ M22-6340542 10 2mm 2 03M3991 — 
@ M22-6340642 12 2mm 2 03M3993 E35 
@ M22-6341042 20 2mm 2 03M3997 2.84 
Receptacle - Through Hole - 4.30 mm Connector Height - Gold Plated Contacts 
@ M22-7140342 6 2mm 2 71K8300 == 
@ M22-7140442 8 2mm 2 71K8301 = 
@ M22-7140642 12 2mm 2 71K8303 1.55 
Receptacle - Through Hole - 4.40 mm Connector Height - Gold Plated Contacts 
@ M22-7130342 3 2mm 1 71K8277 = 
@ M22-7130442 4 2mm 1 71K8278 0.98 
@ M22-7130642 6 2mm 1 71K8280 1.03 
@ M22-7131042 10 2mm 1 71K8284 1.90 
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Straight PC Tail ate 
Straight SMT Jumper with Handle 
Right-angle PC Tail eX. 
ARCHERY? 
Jumper w/o Handle 
© Number of rows: 2 © Suitable for use with female connectors 
© Body material: Nylon © Operating temperature: -40°C to +105°C 
© Pitch spacing: 1.27mm © Current rating: 1A 
© Contact finish: Gold Post, Tin Tail 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 19+ _ 
Header - Surface Mount - Vertical SMT 
@ M50-3600542 10 1.27mm 2 84K7720 0.98 
@ M50-3601042 20 1.27mm 2 03M4141 1.20 
@ M50-3602042 40 1.27mm 2 03M4145 3.33 
@ M50-3605042 100 1.27mm 2 03M4151 = 
Header - Through Hole - Horizontal PC Tail 
@ M50-3900542 10 1.27mm 2 03M4153 4.15 
Header - Through Hole - Vertical PC Tail 
@ M50-3500542 10 1.27mm 2 87K0158 1.52 
@ M50-3500842 16 1.27mm 2 03M4123 = 
@ M50-3901042 20 1.27mm 2 03M4158 2.23 
@ M50-3501042 20 1.27mm 2 74K2300 2.56 
@ M50-3505042 100 1.27mm 2 03M4135 6.77 
Header - Through Hole - Vertical SMT 
@ M50-3905042 100 1.27mm 2 03M4168 = 


PIM_90462 
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PC BOARD HEADE OCKETS 
ARCHER M50 SERIES 0.050” (1.27mm) SeeErie HARWIN | 2.00mm (0.079”) DATAMATE L-TEK CONNECTORS fmf AUIS 


RECEPTACLE CONNECTORS Available 
— 


M50-315 
M50-312 s\ i 
ARCHERY Fat 
M50-300 
@ Dual entry connector can be used as either top or  @ Contact finish: Gold 
bottom entry © Operating temperature -40°C to +105°C 
© Number of rows: 2 © Current rating 1 Amp 
© Body material: Nylon @ Suitable for use with male connectors; order 
@ Pitch spacing: 1.27mm separately 
No. of Price Each Fig. 4 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-94 © Glass-filled Thermoplastic Housings, Rated @ Male Crimp Phosphor Bronze 
Receptacle - Surface Mount UL94V-0 © Plating: Gold Contact Area, Tin/Lead Tails 
@ M50-3120545 10 127mm 2 56K1697 wae e Polarized Moldings ; e Current: 3.3A Per Contact 
© Durability: 500 operations © Operating Temperature: -55°C to +125°C 
@ MS50-3150842 16 1.27mm 2 03M4109 ae @ Female Crimp 4-Finger BeCu Clip with Brass ® Ideal for COTS applications, proven history in Mil/ 
@ M50-3121045 20 1.27mm 2 56K1702 2.85 Shell Contacts Aero applications 
Receptacle - Through Hole - Vertical High-reliability miniature connectors in vertical or horizontal configurations. Suitable for board-to-board and wire- 
@ M50-3000545 10 127mm 2 03M4076 1.39 to-board applications. Unlatched and friction-lock versions also available; go online or call. Order replacement 
- - contacts, strain relief straps and tooling separately. 
@ M50-3000845 16 1.27mm 2 03M4079 2.03 VERTICAL MALE HEADERS, SINGLE ROW, PC TAIL—FIG. 1 
@ MS50-3001045 20 1.27mm 2 03M4081 230 No. of Price Each 
@ M50-3001245 24 1.27mm 2 03M4083 2.57 Mfg. Part No. Contacts Pitch Rows Stock No. 4-9+ 
@ M50-3001545 30 4.27mm 2 03M4084 ai Header, Surface Mount, Latched 
@ M50-3002045 40 1.27mm 2 03M4085 BOS @ M80-8280842 8 2mm 2 71K8600 a 
@ MS50-3002545 50 1.27mm 2 03M4086 — @ M80-8281042 10 2mm 2 71K8601 4.74 
@ M50-3005045 100 1.27mm 2 03M4091 7.88 @ M80-8281242 12 2mm 2 71K8602 = 
PIM_90461 @ M80-8281442 14 2mm 2 71K8603 471 
Header, Surface Mount, Locking Latch 
IP68 RATED 2.5MM PITCH HOTSHOE 4 AR Ww i N @ M80-8280442 4 2mm 2 71K8598 = 
CONNECTORS Header, Through Hole, Locking Latch (3mm tail) 
pals jas M80-8770222 2 2mm 1 01E9563 == 
Seo erie @ M80-8820242 2 2mm 1 69K7348 2.97 
M80-8770322 3 2mm 1 01E9564 2.68 
@ M80-8820342 3 2mm 1 69K7349 3.08 
M80-8770622 6 2mm 1 98H2252 2.03 
@ M80-8820642 6 2mm 1 71K8731 Ben 
Plug Receptacle Header, Through Hole, With Strain Relief Straps 
@ Environmental sealed to |P68 at 1.5m for2 hours © Voltage rating: 240VDC @ M80-8420242 2 2mm 4 69K7319 0.62 
@ Available PC tail and solder cup tail suitable for @ Durability: 10000 cycles 
26AWG cable @ Temperature range: -40°C to +100°C © M80-8420342 3 am f CEG) 3.22 
© Gold-plated brass contacts @ Recommended panel/bulkhead thickness: 1.5mm Plug, Surface Mount, Latched 
© Current rating: 1A per contact @ M80-8280642 6 2mm 2 71K8599 3.84 
HotShoe IP 68 rated 2.5mm pitch connectors are constructed using spring-loaded contacts, maintaining a @ M80-8282642 26 2mm 2 51R6920 8.02 
positive force against the mating connector. Low mating force enables rapid and effortless connection. Rugged a r 
and robust, made from highly-durable mold materials and designed to withstand a high level of dust, water and Plug, Through Hole, Locking Latch (3mm tail) 
chemical agent ingress to IP 68. Ideal for use in portable equipment where separate battery modules are used @ M80-8820442 4 2mm 1 63K4385 2.90 
and for data transfer docking stations. @ M30-8820542 5 2mm 1 71K8730 3.29 
No. of | Price Each @ M80-8820742 7 2mm 1 71K8732 3.49 
Mfg. Part No. Contacts Pitch Rows Stock No. is Plug, Through Hole, Locking Latch (3mm tail), With Strain Relief Straps 
Plug, Solder @ M80-8420442 4 2mm 1 51R6941 4.22 
@ M90-7060845 8 2.5mm 2 53W1137 = @ M80-8420542 5 2mm 1 51R6942 3.85 
© M90-7061245 7 a G HORN a © M80-8420642 6 2mm 1 51R6943 4.46 
@ M90-7061645 16 2.5mm 2 53W1138 So Receptacle, Crimp, Extra Small Bore (28-32 AWG), Hi-Temp Plastic 
Plug, Through Hole @ M80-7980205 2 2mm 1 9479177 2.16 
@ M90-7040845 8 2.5mm 2 53W1134 -— @ M80-7980305 3 2mm 1 9479178 278 
@ M90-7041245 12 2.5mm 2 53W1135 nS @ M80-7980405 4 mm 1 9479179 3.24 
@ M90-7041645 16 2.5mm 2 53W1136 one @ M80-7980505 5 mm 1 9479180 3.68 
Receptacle, Solder @ M80-7980605 6 2mm iI 9479181 8.93 
0 wigo-6060845 | Bm SWS |=“ 180-7980705 7 2mm 1 9479182 9.68 
@ M90-6061245 2 2mnm £ CEMA = © M80-7981705 17 2mm 1 9479183 = 
© M90-6061645 16 2.5mm 2 53W1133 as Receptacle, Crimp, Large Bore (22 AWG) 
Receptacle, Through Hole, 3mm PC Tail @ M80-8990305 3 2mm 1 96H8493 2.50 
@ M90-6050845 8 2.5mm 2 53W1128 = @ M80-8990505 5 2mm 1 51R6990 4.49 
@ M90-6051245 12 2.5mm 2 53W1129 ae @ Mg0-8990605 6 2mm 1 51R6991 5.28 
@ M90-6051645 16 2.5mm 2 53W1130 nee @ M80-8990705 7 mm 1 51R6992 648 
Receptacle, Through Hole, 4mm PC Tail Receptacle, Crimp, Small Bore (24-28 AWG) 
@ 90-6040845 eon e eaWuiz5 = © M80-8980205 2 2mm 1 01E9579 221 
@ M90-6041245 12 2.5mm 2 53W1126 = @ M80-8980305 3 2mm 1 58M9705 3.31 
@ M90-6041645 16 2.5mm 2 53W1127 = @ M80-8980405 4 mm 1 81H1857 = 
PIM_209909 @ M80-8980505 5 2mm 1 92H6700 2.96 
@ M80-8980605 6 2mm 1 90M0792 4.41 
PIM_73491 
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Pin & Socket Contacts 2.00mm (0.079”) DATAMATE J-TEK CONNECTOR DUAL ROW (CONT.) 
Price Each High-reliability miniature connector in vertical or horizontal configurations. Suitable for wire-to-board applications. 
ao Contact Contact ——— Jackscrew provide secure mating. Order replacement contacts and tooling separately below. Available in wire 
Mfg. PartNo. | Wire Size, AWG Material Plating Stock No. 1-94 to wire and board to board configurations also. Other options include: Board mount PCB strain relief, 4.5mm pc 
Socket - Crimp, Female Crimp, 22 AWG tail. Also available w/o jackscrews, go online or call. 
@ M80-0110005 | 22 AWG to 22 AWG Brass Gold Plated Contacts | 97H4879 0.82 No. of Price Each 
Socket - Crimp, Female Crimp, 28-24 AWG Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
@ M80-0130005 | 24 AWG to 28 AWG Brass Gold Plated Contacts | 01E9519 0.82 Header, Through Hole, Right Angle 
Socket - Crimp, Female Crimp, 32-28 AWG @ M80-5302642 26 2mm 2 71K8485 = 
@ M80-0190005 | 28 AWG to 32 AWG | Beryllium Copper | Gold Plated Contacts | 9479167 1.52 Header, Through Hole, Vertical 
PIM_5511633 @ M80-5000642 6 2mm 2 71K8438 8.65 
@ M80-5001242 12 2mm 2 12N8206 = 
. RoHS a @ M80-5002642 26 2mm 2 71K8440 os 
DATEMATE M83 SERIES 3-ROW 2MM ve, HARWIN rE 
PITCH CONNECTORS Available Receptacle, Crimp, Vertical 
@ M80-4601242 12 2mm 2 51R6878 19.98 
6 For Use Price Each 
Mfg. Part No. Description With Stock No.|  1-1-4+ 
T5747 Crimp Locator Harwin M22520/2-01 Hand Crimp Tool | 01E9679 | 186.17 
4 @ M80-0110005 | Female Crimp, 22) L-Tek, J-Tek and Mix-Tek Connectors | 97H4879 0.82 
* AWG 
M83-LM Series Vertical PC Tail 
ee @ 180-0130005| Female Crimp, 28-24 Datamate Connectors 0169519 | 0.82 
M83-LF Series Vertical PC Tail AWG 
Z80-280 Insertion/Removal Harwin Signal Contacts 28K1493 195.13 
Tool for Male and 
M83-LF Series Crimp Female Crimp 
M83-LM Series Horizontal PC Tail Contacts 
M22520/2-01 | Standard MIL Spec} Harwin L-Tek, J-Tek & Mix-Tek Contacts | 01E9487 | 995.13 
Features contact @ 85°C Circular Crimp Tool 
@ Professional connector system at commercial @ Working Voltage: 800V DC or AC rms 
prices © Temperature range: -55°C to +125°C PIM_78762 
@ Ideal for COTS applications © Durability: 500 cycles 
@ Proven History in MIL/Aero applications © Glass-filled thermplastic housings, rated UL94V-0 
@ Up to 96 pin configuration in board-to-board or @ Polarized to prevent mis-mating 2.00MM (0.079”) DUAL ROW DATAMATE L-TEK HAR Wi N 
wire-to-board @ Jackscrew hardware for secure connection CONNECTORS 
Specifications @ All contacts are gold plated 
© Current rating: 3A per contact @ 25°C, 2.2A per a - % 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ r 
i =) 
Plug, Through Hole f 
@ M90-7040845 8 2.5mm 2 53W1134 = ; iste Wee Mount 
Plug, Through Hole, Horizontal, 4mm Tail, Hex Socket Boardmount Male Vertical PCB Male Horizontal PCB Female PCB Mount 
@ M83-LML3M7N18-0000-000 18 2mm 3 53W1113 | 20.74 RoHS 
@ M83-LML3M7N36-0000-000 36 2mm 3 53W1115 = Gee timoiat 
@ M83-LML3M7N60-0000-000 60 2mm 3 53W1117 ens 
@ M83-LML3M7N96-0000-000 96 2mm 3 53W1118 52.95 
Plug, Through Hole, Horizontal, 4mm Tail, Male M1 Jackscrew 
@ M83-LML3M1N18-0000-000 18 2mm 3 72W1021 17.97 
@ M83-LML3M1N36-0000-000 36 2mm 3 72wi022 | 24.13 Female Wire Mount 
Plug, Through Hole, Vertical, 3mm Tail, Boardmount Jackscrew ° Glass-filled thermoplastic housings, rated UL94V-0 —@ Plating: gold contact area, tin/lead tails 
@ Polarized moldings © Current: 3.3A per contact 
© M83-LMT1M2N18-0000-000 18 2mm 3 721023 15.51 © Durability: 500 operations © Operating temperature: -55°C to +125°C 
@ M83-LMT1M2N36-0000-000 36 2mm 3 53W1120 18.06 © Female Crimp 4-Finger BeCu Clip with Brass @ Ideal for COTS applications, proven history in Mil/ 
© M&3-LMT1M2N60-0000-000 60 2mm 3 53W1122 | 21.53 Shell Contacts Aero applications 
© M83-LMT1M2N96-0000-000 96 2 3 53W1123 ia td eas heinnIL ee 
iia - 7 - alt oi) High-reliability miniature connectors in vertical or horizontal configurations. Suitable for board-to-board, board- 
Receptacle, Crimp, Large Bore (22AWG) Crimps, Hex Socket Jackscrew to-wire and wire-to-wire applications. Choice of locking latch, unlatched or friction latch housing. 
@ M83-LFD1F2N18-0000-000 18 2mm 3 53W1110 24.71 No. of Price Each 
@ M83-LFD1F2N36-0000-000 36 2mm 3 44W5118 = Mfg. Part No. Contacts Pitch Rows Stock No. 1-94 
@ M83-LFD1F2N96-0000-000 96 2mm 3 50M2815 56.06 Header, Through Hole, Horizontal PC Tail Friction Latch (3mm tail 
Receptacle, Crimp, Small Bore (28-24AWG) Crimps, Hex Socket Jackscrew M80-8141022 10 2mm 2 01E9532 SS 
@ M83-LFC1F2N18-0000-000 18 2mm 3 51R2450 24.22 @ M80-8391042 10 2mm 2 63K2663 aa 
@ M83-LFC1F2N36-0000-000 36 2mm 3 44W5128 = @ M80-8392042 20 2mm 2 69K7317 = 
@ M83-LFC1F2N60-0000-000 60 2mm 3 53W1108 = Header, Through Hole, Horizontal PC Tail Locking Latch (3mm tail) 
@ M83-LFC1F2N96-0000-000 96 2mm 3 53W1109 56.06 M80-8660422 4 2mm 2 01E9547 ner, 
Receptacle, Through Hole, Vertical, 3mm Tail, Hex Socket Jackscrew @ M80-8510442 4 2mm 2 69K7330 = 
@ M83-LFT1F2N18-0000-000 18 2mm 3 53W1111 25.98 @ M80-8510642 6 2mm 2 69K7331 5.13 
@ M83-LFT1F2N36-0000-000 36 2mm 3 44W5133 31.73 @ M80-8511042 10 2mm 9 69K7333 5.86 
@ M83-LFT1F2N60-0000-000 60 2mm 3 44W5134 85.88 M80-8661222 12 2mm 2 01E9551 5.56 
@ M83-LFT1F2N96-0000-000 96 2mm 3 9478972 a @ M80-8511242 12 2mm 2 69K7334 6.13 
PIM_209918 M80-8661622 16 2mm 2 26H2152 6.68 
@ M80-8511642 16 2mm 2 71K8679 6.06 
2.00mm (0.079”) DATAMATE J-TEK CONNECTOR fmf AUERAAS GING _8.80-8512002 20 2mm 2 69K7335 6.54 
DUAL ROW U @ M80-8512642 26 2mm 2 69K7336 8.00 
Header, Through Hole, Vertical PC Tail Friction Latch (3mm tail) 
P @ M80-8630442 4 2mm 2 69K7339 eee 
t Md @ M80-8630642 6 2mm 2 69K7340 “ 
Fig. 2 * @ M80-8631042 10 2mm 2 69K7342 3.18 
Fig. 1 rigid Fig Mi80-8151222 12 2mm 2 019540 = 
© Current: 3.3A Per Contact Contacts Rots - Header, Through Hole, Vertical PC Tail Locking Latch (3mm tail) 
® Glass-Filled Thermoplastic Housings, Rated @ Male Phosphorous Bronze Available M80-8670422 4 2mm 2 01E9554 3.25 
ccc ee Contacts © Ma0-8530442 4 2mm 2 63K4391 za 
@ Polarized Molding, Fully Shrouded Contacts @ Plating: Gold Contact Area, Tin/Lead Tails 
@ Female Crimp 4-Finger BeCu Clip with Brass Shell @ Operating Temperature: -55°C to +125°C M80-8670622 6 2mm 2 019555 3.12 
> CONTINUED > > CONTINUED > 
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2.00MM (0.079”) DUAL ROW DATAMATE L-TEK CONNECTORS (CONT.) 2.00MM (0.079”) DUAL ROW DATAMATE L-TEK CONNECTORS (CONT.) 
No. of Price Each No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header, Through Hole, Vertical PC Tail Locking Latch (3mm tail) Receptacle, Crimp, Small Bore (24-28 AWG) 
@ M80-8530642 6 2mm 2 63K4394 = @ M80-8882005 20 2mm 2 01E9577 11.44 
M80-8670822 8 2mm 2 01E9556 — @ M80-8882605 26 2mm 2 01E9578 13.97 
@ M80-8530842 8 2mm 2 63K4396 3.34 Receptacle, Through Hole, Double Row (3mm tail) 
M80-8671022 10 2mm 2 01E9557 3.84 @ M80-8500442 4 2mm 2 69K7323 2.65 
@ M80-8531042 10 2mm 2 69K7337 — For lise Pricoleachi 
© M80-8531242 12 2mm 2 63K4399 0.86 Mfg. Part No. Description With StockNo.| 1-1-9+ _ 
@ M80-8532042 20 2mm 2 69K7338 5.45 @ M80-0110005 | Female Crimp,22AWG |L-Tek, J-Tek and  Mix-Tek| 97H4879 0.82 
M80-8672622 26 2mm 2 01E9560 eS Connectors 
@ M80-8532642 26 2mm 2 63K4404 6.08 @ M80-0130005 | Female Crimp, 28-24 AWG Datamate Connectors 01E9519 0.82 
@ M80-8533442 34 2mm 2 63K4406 es @ M80-0190005 | Female Crimp, 32-28 AWG | Datamate L-Tek, J-Tek and Mix-Tek | 9479167 E52 
Plug, Crimp, Small Bore, Locking Latch Housings 
@ M80-8120405 4 2mm 2 0169525 ae PIM_ 94393 
Plug, Through Hole 
@ M80-8410842 8 2mm 2 97K6368 4.05 Pin & Socket Contacts 
@ M80-8540842 8 2mm 2 97K6395 3.09 Contact Contact Price Each 
@ M80-8541042 10 2mm 2 97K6396 3.41 Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
@ M80-8411242 12 2mm 2 97K6370 5.12 Socket - Crimp, Female Crimp, 22 AWG 
@ M80-8541242 12 2mm 2; 97K6397 3.56 @ M80-0110005 | 22 AWG to 22 AWG Brass Gold Plated Contacts | 97H4879 0.82 
@ M80-8411442 14 2mm 2 97K6371 bso) Socket - Crimp, Female Crimp, 28-24 AWG 
@ M80-8541442 14 2mm 2 97K6398 3.74 @ M80-0130005 | 24 AWG to 28 AWG | Brass | Gold Plated Contacts | 01E9519 0.82 
@ M80-8542042 20 2mm 2 97K6400 5.15 Socket - Crimp, Female Crimp, 32-28 AWG 
@ M80-8412042 20 2mm 2 97K6373 7.62 @ M80-0190005 | 28 AWG to 32 AWG | Beryllium Copper | Gold Plated Contacts | 9479167 1.52 
Plug, Through Hole, Horizontal PC Tail Friction Latch (3mm tail) PIM_5511638 
@ M80-8391642 16 2mm 2 51R6925 ae ne _ OOD 
@ M80-8393442 34 2mm 2 71K8611 a sens a 
Plug, Through Hole, Horizontal PC Tail Locking Latch (3mm tail) peat ie ee ——— HAR Wi N 


@ M80-8511442 14 2mm 2 51R6950 7.51 
@ M80-8511842 18 2mm 2 51R6952 7AT YA 
@ M80-8513442 34 2mm 2 51R6953 10.40 
a. r7 7 ieee Tool 
Plug, Through Hole, Horizontal PC Tail Unlatched (3mm tail) 
@ M80-8410642 6 2mm 2 51R6937 3.64 j a 


Plug, Through Hole, Vertical PC Tail Locking Latch (3mm tail) 


@ M80-8531442 14 2mm 2 51R6955 5.74 Crimp Tool Positioner aire 
Plug, Through Hole, Vertical PC Tail Unlatched (3mm tail) For Use Price Each 
@ M80-8540442 4 2mm 2 51R6959 2.62 Mfg. Part No. With Stock No. 1-4+ 
@ M80-8540642 6 2mm 2 51R6960 2.73 Ratchet, Standard MIL Spec Circular Crimp Tool 
@ M80-8541842 18 2mm 2 85K8605 4.83 M22520/2-01 Harwin L-Tek, J-Tek & Mix-Tek Contacts 01E9487 995.13 
@ M80-8542642 26 2mm 2 51R6961 7.14 Rricsieacht 
Receptacle, Crimp Mfg. Part No. Description Stock No. | 1-1-9+ _ 
© M80-8890405 4 2mm 2 97H2520 _ @ \80-0030008 Strain Relief Straps 01E9518 wa 
@ M80-7880405 4 2mm 2 95T4117 3.62 piesa 
@ M80-7880605 6 2mm 2 9574118 4.96 = 
@ M80-8881805 18 2mm 2 97H2530 cts Insertion 
@ M80-7882005 20 2mm 2 9479174 10.94 : 
@ M80-7882605 26 2mm 2 9479175 12.57 sod For Use Wericeleachl 
@ M80-7883405 34 Omm >) 9419176 46.60 Mfg. Part No. Description with Stock No. 1-4+ 
Receptacle, Crimp, Extra Small Bore (28-32 AWG), Hi-Temp Plastic Z80-280 Halal alkene e head and | Harwin Signal Contacts | 28K1493 195.13 
p Contacts 
@ M80-7880805 8 2mm 2 949168 6.13 ae 
@ M80-7881005 10 2mm 2 9479169 6.13 = 
@ M80-7881205 12 2mm 2 9479170 7.52 Crimp Tool Locators 
@ M80-7881405 14 2mm 2 9479171 8.01 - 
© M80-7881605 16 2mm 2 9479172 8.96 = ubricelEachy 
@ M80-7881805 18 Omm >) 9419173 a Mfg. Part No. Description Stock No. 1-4+ 
= M80-0110001, M80-0110005, M80-0130001 & M80-0130005 Datamate Crimp Sockets 
Receptacle, Crimp, Large Bore (22 AWG) Ta Crip locaior nEDETS ae 
@ M80-8890605 6 2mm 2 51R6974 5.03 cc 
© M180-8890805 8 2mm 2 81H2096 5.35 gies 
@ M80-8891005 10 2mm 2 81H2095 — 
@ M80-8891205 12 2mm 2 86H3536 6.99 Connector 
@ M80-8891805 18 2mm 2 51R6980 10.98 For Use Price Each 
@ M80-8892005 20 2mm 2 51R6981 13.25 Mfg. Part No. With Stock No. 1-4+ 
@ M80-8892605 26 2mm 2 87H9439 mes T5746 L-Tek Male Datamate Connector 01E9678 - 
@ M80-8893405 34 2mm 2 81H1829 18.91 PIM_5513234 
Receptacle, Crimp, Small Bore (24-28 AWG) 
© 180-8880405 4 2mm 2 019572 3.28 1.00mm (0.039”) INSULATED AND UNINSULATED 
@ M80-8880605 6 2mm 2 01E9573 5.01 PC aE Shien HAR Wi N 
@ M80-8880805 8 2mm 2 01E9574 6.37 Insulated gold-plated brass plugs are color-coded red or 
a0 360105 10 | aun | 2 2 Nene es pas ete wth 
@ M80-8881205 12 2mm 2 01E9576 8.81 information go online or call 
@ M80-8881405 14 2mm 2 87H7844 es 
@ M80-8881605 16 2mm 2 65H5738 eee 
3086-99 
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1.00mm (0.039”) INSULATED AND UNINSULATED PC BOARD PLUGS 
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1.00mm (0.039”) PICO-CLASP WIRE-TO-BOARD 


molex 


(CONT.) CONNECTORS 
5 ® Voltage: 50 V 
No. of : Heticeleaen) ° Curent 1.0 Amax. Ge timpian 
Mfg. Part No. Positions Pitch Stock No. 1-9+ © Contact: Tin plated Phosphor Bronze Available 
Shorting Link / Pin, Uninsulated, Gold © Wire Size: 28 to 32 AWG A @) 
@ D3080-05 2 5.08mm 01E9238 0.23 @ Insulation Diameter: 0.08mm (0.031") max. i 
Shorting Link / Pin, Uninsulated, Tin cao P24 p Gf 
@ D3082-46 2 10.16mm 69K7290 0.19 © Operating Temperature: -40° to +85° C Sf 4 & 
Shorting Plug, Black The new 1.00mm (.039") pitch wire-to-board 
@ D3086-98 2 5.08mm 01E9241 0.77 connector system from Molex was developed for 
- - various connections in Flat Panel Displays (FPD). 
Shorting Plug, Red The compact, small-circuit size features of this 
@ D3086-99 5.08mm 01E9242 0.81 system also make it ideal for other applications such as Notebook PCs and other compact devices. The system 
is offered in both single and dual row versions. Friction and positive locks are offered for various application 
@ 03087-99 G.somm ceNXGn2 139) needs. Other features include mating guides, solder tabs and footprint compatibility with some competitive 
PIM_73823 versions. Crimp terminals feature box-shaped design that provides 2 points of contact for secure electrical 
connection. Use with 501330 series housings. 
Tape Cut 
0.039” (1.00mm) MEZZANINE IEEE 1386 CONNECTORS ° No. of /———— 
e il with sale pegs mM oO ex Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
© Meets IEEE 1386 standard Polis Header, Surface Mount 
© Current: 1.0A Gee tinoiat @ 501331-0207 2 1mm 1 56R1026 0.36 
- i vailable 
hay ts pee . coaie’ © 501331-0307 3 mm 1 56R1027 a 
e dual row smi series plug an 
series receptacle have been designed in “yy © 501331-0407 4 {mm 1 56R1028 0.62 
accordance with EIA standards 700 AAAB for 1.0mm MM, Gy, @ 501331-0607 6 1mm 1 56R1030 0.41 
two-part connectors for use with Parallel printed Mi “NG @ 501331-0707 7 4mm 4 56R1031 0.55 
boards. They feature a leaf style design that protects 
pins, low insertion force and antiflux design. © 501331-0807 8 ‘mm 1 56R1032 0.51 
No. of Row [Price Each @ 501331-0907 9 1mm 1 56R1033 0.56 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-9+ © 501331-1007 10 mm | 56R1034 0.61 
Plug, Surface Mount, 18.35mm Vertical Stacking Height, without Metal Cap © 501331-1107 1" mm u 56R1035 0.63 
@ 71436-2164 64 4mm 2 1.4mm 59H4013 9.37 @ 501331-1307 13 4mm 4 56R1037 0.68 
Plug, Surface Mount, 8.35mm Vertical Stacking Height, with Metal Cap © 501331-1407 14 mm 1 56R1038 0.86 
@ 71436-2464 64 mm 2 1.4mm 59H4016 5.97 © 50131-1507 15 ‘mm 4 56R1039 0.75 
Receptacle, Surface Mount, 10 mm, 8mm, 9mm Mated Height, Embossed Tape on Reel © 501190-2017 20 ‘mm 2 07 P8655 1.97 
Packaging @ 501190-3027 30 4mm 2 85R5795 Dis 
@ 71439-0864 64 1mm 2 3.9mm | 59H4025 5.81 @ 501190-5027 50 4mm 2 56R1006 = 
Receptacle, Surface Mount, 10 mm, 8mm, 9mm Mated Height, Tube Packaging Receptacle, Crimp 
@ 71439-0364 64 4mm 2 1.8mm 59H4021 — @ 501330-0200 2 1mm 1 56R1013 = 
@ 71439-0164 64 4mm 2 1.8mm 59H4020 5.56 @ 501330-0300 3 4mm 1 56R1014 0.11 
Receptacle, Surface Mount, 13mm Mated Height, Tube Packaging @ 501330-0400 4 1mm 1 56R1015 — 
@ 71439-2164 64 1mm 2 1.8mm | 31M8481 o @ 501330-0500 5 1mm 1 56R1016 = 
PIM_69842 @ 501330-0600 6 1mm 1 56R1017 0.11 
@ 501330-0800 8 1mm 1 56R1019 0.12 
PICO-LOCK™ WIRE TO BOARD HEADERS, HOUSINGS ° © 501330-0900 9 ‘tmm u 20M6323 0.12 
& CONTACTS m oO ex @ 501330-1000 10 mm 1 56R1020 zs 
© Contact Material: Copper Alloy RoHS — @ 501330-1100 "1 1mm 1 56R1021 0.24 
* Contact Plating: Gold over Nickel Osten © 501330-1200 12 mm 1 56R1022 0.27 
© Termination: Surface Mount 
© Voltage: 150V Max @ 501330-1300 13 1mm 1 56R1023 0.23 
© 1.00mm Pitch @ 501330-1400 14 4mm 1 56R1024 0.24 
: at oo per Contact @ 501330-1500 15 41mm 1 56R1025 0.12 
.50mm Pitc! 
© Current: 3.0A Max per Contact @ 501189-2010 20 1mm 2 56R0996 0.17 
Available in both 1.00 and 1.50mm pitch versions, @ 501189-3010 30 1mm 2 56R0997 — 
the Pico-Lock wire-to-board system offers an ideal @ 501189-4010 40 1mm 2 56R0998 0.38 
combination of low profile, high current and durable PIM 134605 
locking for any application requiring space savings i: 
and secure mating retention. 
No. of | TapeCut_ —_ Low Voltage Lighting Cables 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ Cable Price Each 
Header, Surface Mount Length 
@ 503763-0291 2 4mm 1 93X5174 = Mfg. Part No. ConnectorA | ConnectorB | Imperial | Color | Stock No. 1-9+ 
@ 503763-0491 4 4mm 4 93X5175 0.51 @ 92001-1198 Crimp Socket Free End 11.8” Black 85R5885 0.81 
Receptacle, Housing, 10 Postion PIM_S511444 
@ 504051-1001 ae 1.5mm 75X0914 0.22 
Receptacle, Housing, 4 Position Pin & Socket Contacts 
@ 504051-0401 1.5mm 75X0912 0.21 Contact Contact Tape Cut 
PIM_5465686 Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
Socket - Crimp 
@ 501334-0000 | 28 AWG to 32 AWG | Phosphor Bronze | Tin Plated Contacts | 08P0702 0.03 
Vendor Approved Modification @ 501334-0100 | 28 AWG to 32 AWG | Phosphor Bronze | Tin Plated Contacts | 08P0703 | 0.13 
PIM_5511445 


Panel Meters and Switches designed to your specs 
Choose your own colors, text, and logo 
ISO certified lab with a Certificate of Conformance included with your order 


Call 800 859 1257 


Email panelmeters@newark.com 


PIM_5624798 
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1.25mm (0.049”) CLIK-MATE WIRE-TO-BOARD 
CONNECTORS 


RoHS _ 
Compliant 
Available 


Plug Housing 


Receptacle 


> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


1.25mm (0.049”) CLIK-MATE WIRE-TO-BOARD CONNECTORS (CONT.) 


Features Specifications 
© Robust positive inner locks Current: 1.0A 


@ Tuning fork style contact design ® Voltage: 50V 
© Low insertion force © Contact resistance; 20 mohms max. 
© Reinforced metal solder tabs @ Insulation Resistance 100 Mohms min. 
@ Flat area for pick-and-place © Operating Temperature: -25°C to +85°C 
No. of Tape Cut 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Receptacle, Surface Mount, Single Row, Right Angle 
@ 502386-0470 4 1.25mm 1 11R0578 0.35 
@ 502386-0670 6 1.25mm 1 11R0579 2 
@ 502386-0870 8 1.25mm 1 11R0580 0.48 
@ 502386-1270 12 1.25mm 1 11R0581 = 
Receptacle, Surface Mount, Single Row, Vertical 
@ 502382-0470 4 1.25mm 1 11R0574 om 
@ 502382-0670 6 1.25mm 1 11R0575 = 
@ 502382-0870 8 1.25mm 1 11R0576 a5 
@ 502382-1270 12 1.25mm 1 11R0577 sy 
PIM_148717 
Pin & Socket Contacts 
Contact Contact Tape Cut 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
Pin - Crimp 
@ 502381-0000 | 26AWGto28AWG | CopperAlloy | Tin Plated Contacts | 11R0573 0.01 
PIM_5511457 
Pin & Socket Connector Housings 
No. of Price Each 
Mfg. Part No. Positions | Rows | Stock No. 1-9+ 
Plug 
@ 502380-0400 4 1 11R0569 0.06 
@ 502380-0600 6 1 11R0570 = 
@ 502380-0800 1 11R0571 — 
@ 502380-1200 12 1 11R0572 0.28 
PIM_5511458 


MICRO-LOCK™ 1.25MM HEADERS & HOUSINGS 


molex 
RoHS _ 
Compliant 
Available 


= $ 
@ Mating Cycles Max: 30 @ Pitch: 1.25mm 
@ Material: Brass @ Temperature Range: -25°C to +85°C 
@ Mating Contact Plating: Tin © Termination: Surface Mount 
@ Termination Plating: Nickel 
No. of Tape Cut 

Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Crimp, Crimp Socket, 30 - 26 AWG 
@ 504185-1000 Hf 67X3520 0.06 
Header, Surface Mount, Right Angle 
@ 504195-0270 2 1.25mm 1 67X3534 0.35 
@ 504195-0370 3 1.25mm 1 67X3535 0.77 
@ 504195-0470 4 1.25mm 1 67X3536 = 
@ 504195-0570 5 1.25mm 1 67X3537 0.53 
@ 504195-0670 6 1.25mm 1 67X3538 = 
@ 504189-1670 16 1.25mm 2 62X7551 0.99 
@ 504189-2470 24 1.25mm 2 67X3526 = 
@ 504189-3270 32 1.25mm 2 67X3527 Eee 
@ 504189-4070 40 1.25mm 2 67X3528 eee 
Header, Surface Mount, Vertical 
@ 504194-0370 3 1.25mm 1 67X3530 = 
@ 504194-0470 4 1.25mm 1 67X3531 = 
@ 504194-0570 5 1.25mm 1 67X3532 = 
@ 504194-0670 6 1.25mm 1 67X3533 -— 
@ 504187-1670 16 1.25mm 2 67X3521 a 
@ 504187-2470 24 1.25mm 2 62X7542 ee 
@ 504187-3270 32 1.25mm 2 67X3523 1.07 
@ 504187-4070 40 1.25mm 2 67X3524 eee 
Receptacle, Housings 
@ 504193-0200 1.25mm 1 62X7564 0.03 
@ 504193-0300 1.25mm 1 62X7565 0.07 
@ 504193-0400 1.25mm 1 62X7566 0.13 

> CONTINUED > 
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CONNECTORS & ACCESSORIES 
PC BOARD HEADERS & SOCKETS 


MICRO-LOCK™ 1.25MM HEADERS & HOUSINGS (CONT.) 


No. of Tape Cut 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-9% _ 

Receptacle, Housings 

@ 504193-0500 5 4.25mm 1 62X7567 aa 

@ 504193-0600 1.25mm 1 62X7568 = 

@ 504186-1600 16 4.25mm 2 62X7525 wes 

@ 504186-2400 24 1.25mm 2 62X7529 0.21 

@ 504186-3200 32 1.25mm 2 62X7533 0.84 

@ 504186-4000 40 1.25mm 2 62X7537 aes 
PIM_5465682 


PICOBLADE 0.049” (1.25) PITCH WIRE-TO-WIRE AND 
WIRE-TO-BOARD SYSTEMS 


Wire-To-Wire and 
Wire-To-Board Receptacles Thru-Hole Vertical 


Wire-To-Board Headers 


RoHS — 

Compliant 

Available 
WG 


Thru-Hole Right-Angle 
Wire-To-Board Headers 


Crimp Terminal 


Right-Angle Wire-To- 
Board Headers Vertical Wire-To- 


Board Headers 


®@ Insulation diameter: 1mm 

@ Housing: 6/6 nylon, rated UL94V-0 

© Contact: tin-plated phosphor bronze 

© Operating temperature: -40°C to +85°C 


® Voltage: 125V 

© Current: 1.0A (32AWG-0.8A) 

® Contact resistance: 20mQ max. dielectric 
© Withstanding voltage: 250VAC, 1 min. 

@ Insulationr resistance: 100mQ min. 


These wire-to-board housings and headers are the smallest in the industry. They provide flexibility to organize a 


system to suit all requirements. PC board real estate saved for 10 circuits is 50% over 2.0mm pitch versions. The 
volume saved is 66%. 51021 series receptacles mate with 53398, 53261, 53047, 53048 series headers. New 


hand crimp tool terminates from a strip; enables building prototypes with ease. Female crimp terminals used with 
51021 series receptacles, constructed of tin-plated phosphor bronze; sold in packages of 100. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header, Surface Mount, Right Angle, Fig. 6 
@ 53261-0271 2 1.25mm 1 08N1661 0.33 
@ 53261-0471 4 1.25mm 1 05N1159 0.82 
@ 53261-0571 5 1.25mm 1 59J0237 0.28 
@ 53261-0871 8 1.25mm 1 59J0240 0.58 
@ 53261-1071 10 1.25mm 1 56R1838 1.05 
Header, Surface Mount, Vertical, Fig. 5 
@ 53398-0271 2 1.25mm 1 07P8661 0.72 
@ 53398-0371 3 1.25mm 1 27M1510 0.23 
@ 53398-0471 4 1.25mm 1 93K4255 0.32 
@ 53398-0571 5 1.25mm 1 07P8662 0.53 
@ 53398-0671 6 1.25mm 1 59J0416 0.59 
@ 53398-0871 8 1.25mm 1 50M7237 4.07 
@ 53398-0971 9 1.25mm 1 56R1876 4.15 
@ 53398-1071 10 1.25mm 1 56R1878 1.24 
@ 53398-1471 14 1.25mm 1 07P8663 4.05 
@ 53398-1571 15 1.25mm 1 59J0434 1.12 
Header, Through Hole, Right Angle, Fig. 4 
@ 53048-0210 2 1.25mm 1 57H4718 0.18 
@ 53048-0410 4 1.25mm 1 57H4721 0.24 
@ 53048-1210 12 1.25mm 1 71H4145 = 
Header, Through Hole, Vertical, Fig. 3 
@ 53047-0210 2 1.25mm 1 57H4701 0.11 
@ 53047-0410 4 1.25mm 1 1377691 = 
@ 53047-0510 5 1.25mm 1 3809901 0.10 
@ 53047-0610 6 1.25mm 1 57H4706 a 
Receptacle, Crimp, Vertical, Fig. 2 
@ 51021-0300 3 1.25mm 1 57H2315 0.10 
@ 51021-0400 4 1.25mm 1 3809871 0.32 
@ 51021-0500 5 1.25mm 1 57H2316 0.13 
@ 51021-0600 6 1.25mm 1 9405342 0.15 
@ 51021-0800 8 1.25mm 1 3809875 = 
@ 51021-1000 10 1.25mm 1 57H2318 0.13 
@ 51021-1400 14 1.25mm 1 23C9052 0.60 
@ 51021-1500 15 1.25mm 1 57H2323 ea 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


PC BOARD HEADERS & SOCKETS 


PICOBLADE 0.049” (1.25) PITCH WIRE-TO-WIRE AND WIRE-TO-BOARD 
SYSTEMS (CONT.) 


For Use Price Each 
Mfg. Part No. Description With Stock No. 1+ 
@ 50079-8000 | Crimp Socket, 28-26 AWG | Molex 51021 PicoBlade Series Crimp | 77C4977 0.03 
Housings 


@ 50079-8100 | Crimp Socket, 28-26 AWG 51021 Crimp Housings 85C4807 0.14 


@ 50058-8100 | Crimp Socket, 32-28 AWG | PicoBlade Wire-to-Wire and Wire-to- | 57H2111 0.31 
Board Housings 


PIM_8456 


Pin & Socket Connector Housings 


No. of Price Each 
Mfg. Part No. Positions Rows Stock No. 1-9+ 
Receptacle 
@ 51021-0200 2 1 3809869 0.08 
@ 51021-0700 7 1 57H2317 0.17 
@ 51021-0900 9 1 01E9152 0.19 
@ 51021-1200 12 1 57H2320 0.49 
PIM_5511664 
1.25mm WIRE-TO-BOARD SYSTEM Amphenol 


FCi 
RoHS _ 
Compliant 
Available 


+0t\ 

eh i 4 

us 4 
Housing: Thermoplastic 
Header Contacts: Tin plated copper alloy 
Crimp Terminals: Tin plated phosphor bronze 
Contact Resistance: 20mO max.min.(minimum) 
Voltage Rating: 125 VAC/VDC 
Current Rating: 1 A (0.8 A-32 AWG) 
Dielectric Withstand Voltage: 500 VAC/minute 
Crimping housing is polarized to prevent mis-mat- 
FC's 1.25mm pitch wire-to-board connector series consists of terminals, crimp housings and PCB headers in 
straight and right angle, surface mount and through mount configurations. It is a single row design, available with 
from 2 to 20 circuits. Unlike many other products for the same applications, FCl’s 1.25mm wire-to-board range 
conforms to the EU Industry Safety Standard, PCB header material meets halogen free requirements and the 
products can be operated in the temperature range from -40°C to +105°C. 


ing with PCB header 
© Crimping housing is equipped with friction locks to 
secure PCB header 
@ PCB header material (resin) meets halogen free 
requirement 
@ Housing meets EU Industry Safety Standard 
@ UL approved 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


PICOBLADE 0.049” (1.25) PITCH WIRE-TO-WIRE PLUG 
HOUSING 


molex 
RoHS _ 
Compliant 
Available 


“a 


® Voltage: 125V ® Dielectric withstanding voltage: 250V AC/1 min. 
© Contact resistance: 20mQ max. @ Insulation resistance: 100 MQ min. 


51047 series plug operating temperature -40°C to +85°C, housing PBTP, UL 94V-0. Used with 50125-50133 
series crimp terminals are tin-plated, contact material is phosphor bronze. 


Crimp Housing 


Crimp Terminal 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-9+ 
Plug, Crimp 
@ 51047-0200 2 1.25mm 1 57H2429 0.07 
@ 51047-0300 3 1.25mm 1 57H2430 0.07 
@ 51047-0400 4 1.25mm 1 57H2431 0.16 
@ 51047-0600 6 1.25mm 1 8902056 0.09 
@ 51047-0800 8 1.25mm 1 28M9434 0.39 
@ 51047-0900 9 1.25mm 1 28M9435 0.41 
@ 51047-1000 10 1.25mm 1 57H2436 0.31 
PIM_78232 
Pin & Socket Contacts 
Contact Contact Price Each 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
Pin - Crimp 
@ 50133-8100 | 28 AWG to 32 AWG | Phosphor Bronze | Tin Plated Contacts | 57H2144 0.28 
@ 50125-8100 | 26 AWG to 28 AWG | Phosphor Bronze | Tin Plated Contacts | 57H2138 0.30 
PIM_5511477 


PANELMATE 1.25MM (.049”) WIRE-TO-BOARD CRIMP 


TERMINALS/HOUSING/HEADERS 
Voltage Rating: 125V 

Current Rating: 1A 

Contact Plating: Gold 

Contact Resistance: 20mO 
Dielectric Withstanding Voltage: 

250 VAC 

@ Insulation Resistance: 100MO 
Contact material: phosphor bronze. 
Wire range: 28 to 30 AWG. Strip 
length: 1.3 to 1.7mm. Housing material: 
pbt polyester. Header material: pps 


molex 
RoHS _ 
Compliant 
Available 


~N 


No. of |_TapeCut_ —_ polyphenylene sulfide. 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ No. of Price Each 

Header, Surface Mount Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 

@ 10114828-10102LF 2 1.25mm 1 4377514 _ Header, Surface Mount 

@ 10114828-10103LF 3 1.25mm 1 4377515 0.11 @ 53780-0370 3 1.25mm 1 59J0616 ae 

@ 10114828-10106LF 6 1.25mm 1 4317517 0.18 @ 53780-0470 4 1.25mm 1 56R1897 1.48 
Header, Through Hole @ 53780-0570 5 41.25mm 1 56R1898 eae 

@ 10114829-10102LF 2 1.25mm 1 4377518 0.08 @ 53780-1470 14 1.25mm 1 59J0624 = 

@ 10114829-10103LF 3 1.25mm 1 4377519 0.09 Receptacle 

@ 10114829-10104LF 4 1.25mm 1 4377520 0.10 @ 51146-1400 14 1.25mm 1 57H2705 aa 

@ 10114829-10106LF 6 1.25mm 1 4377521 0.07 PIM_89592 

Receptacle, Solder 

@ 10114826-00002LF 2 1.25mm 1 4377509 0.14 Pin & Socket Contacts 

@ 10114826-00003LF 3 1.25mm 1 4377510 0.02 BIER 

7 4 1.25 7 217511 ; Contact Contact HEMICSIESCI 

aE uid O02 Mfg. Part No. | Wire Size, AWG Material Plating Stock No. | _4-9+ 

@ 10114826-00006LF 6 1.25mm 1 4377512 0.08 ; ; 

Socket - Crimp, Loose Piece 
PIM_195535 @ 50641-8141 | 28 AWG to 30 AWG Phosphor Bronze | Gold Plated Contacts | 57H2188 = 
Socket - Crimp, Tape Cut 
Pin & Socket Contacts @ 50641-8041 | 28 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 57H2187 0.20 
Contact Contact Tape Cut PIM_5511486 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 


Socket - Crimp 
@ 10114827-001LF | 28 AWG to 32 AWG | Phosphor Bronze | Tin Plated Contacts | 4317513 0.01 
PIM_5511465 
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0.156” (3.96) PITCH SPOX™ CRIMP TERMINAL 
HEADERS AND HOUSINGS 


L] 


molex 
Se roan 
ORG 


SPOX Housing 


Crimp Terminal 
© Voltage: 250 V 
© Current: 7.0 Amax. 
© Contact Resistance: 10 mO max. 


© Dielectric Withstanding Voltage: 1500 VAC/1 min. 
® Insulation Resistance: 1000 MO min. 


> CONTINUED > 


Go online or call for non-compliant or @2ROHS Compliant products. See page 2 


0.156” (3.96) PITCH SPOX™ CRIMP TERMINAL HEADERS AND HOUSINGS 
(CONT.) 


CONNECTORS & ACCESSORIES 
PC BOARD HEADERS & SOCKETS 


MICROCLASP™ 2.00mm (0.079”) PITCH WIRE-TO- 
BOARD CRIMP TERMINALS/HOUSINGS/HEADERS 


molex 


5194 series features 4-point contact, anti-fishhooking contact design, operating temperature -40 to +105°C. RoHS 
43061 series features ramp and ribs provide 180° and side-to-side polarization, operating temperature 0 to Geasinpian 
+75°C. Spring box terminal design offer 4 points of contact; this interconnect system is recommended for Available 
severe environmental and high vibration applications. UL listed, CSA certified. 
O€ 
No. of Price Each ‘ 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ t- 
Header, Through Hole = 
@ 09-65-2038 3 3.96mm 1 8108363 0.16 . 3 I Megat 
© 09-65-2048 4 3.96mm 1 54H7257 0.11 nS ‘Wiig 
@ 09-65-2058 5 3.96mm 1 9202924 0.21 2 r 
@ 09-65-2068 6 3.96mm 1 54H7260 0.39 © Internal push-type positive lock on housings @ Headers have inner positive lock and audible click 
PIM 78159 provides space savings, latch protection and to confirm mating 
= secure retention © Crimp terminal wire size: 22-28 AWG 
@ Housing lance provides secure terminal retention 
Pin & Socket Contacts 51363 series locking tang provides terminal retention to housing, contact phosphor bronze tin-plated, operating 
temperature -25° to +85°C use with 56134 series, mates with series 55917 and 55959 headers. 55917 and 
Contact Contact Tape Cut 55959 series contacts are tin-plated brass, locking windows provide secure mating. Operating temperature 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ -25°C to +85°C. 
Socket - Crimp No. of Price Each 
@ 08-70-1031 18 AWG to 24 AWG Brass Tin Plated Contacts 54H5571 0.04 Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
PIM_5511476 Header, Through Hole, Right Angle 
@ 55959-1630 16 | 2mm | 2 590971 0.43 
2.00mm (0.079) DURACLIK WIRE-TO-BOARD g, -swpoves080 Eu ul patees les 
SYSTEM SINGLE ROW. mM re) ex Header, Through Hole, Vertical 
i] 
POSITIVE LOCK @ 55917-1010 10 2mm 28M9461 0.75 
RoHS @ 55917-1610 16 2mm 09J7561 0.57 
Ose @ 55917-2010 20 2mm §9J0954 Ande 
Receptacle, Crimp, Housing 
@ 51353-0800 8 2mm 58J9302 0.43 
» @ 51353-1000 10 2mm 58J9303 0.13 
LP @ 51353-1600 16 2mm 58J9306 0.37 
© Current: 3A © Contact Resistance: 20 milliohms max. PIM_80528 
@ Voltage: 250V © Operating Temperature: -40 to +105°C. 
DuraClik is a new 2.00mm Wire-to-Board connector system for the Automotive market that provides high , 
tolerance to vibration. These connector feature an inner positive lock that provides space saving and prevents Pin & Socket Contacts 
lock breakage or half-way locking. Availabe in 2-8 circuits. They include wide solder tabs for secure PCB Tape Cut 
retention, and polarization features to prevent mis-mating. Contact Contact |_lape Gut 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-124+ 
No.of mlspe cull Socket - Crimp, Bag Packagin 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ sn P, Pag ging - 
Header, Crimp @ 56134-9100 22 AWG to 28 AWG Copper Tin Plated Contacts 59J0986 pee 
© 502352-0200 2 2mm 1 08R4876 0.42 Socket - Crimp, Reel Packaging 
© 502352-0400 2mm 1 08R4877 1.67 @ 56134-9000 22 AWG to 28 AWG Copper Tin Plated Contacts 63M5041 0.04 
© 502352-0600 2mm 1 08R4878 1.96 PIMCES UAE 
Header, Surface Mount 
@ 560020-0520 2mm 1 94X4081 a Pin & Socket Connector Housings 
@ 502352-0800 2mm 1 08R4879 2.25 No. of Price Each 
PIM_147891 Mfg. Part No. Positions Rows Stock No. 1-9+ 
Plug, Positive Lock 
Pin & Socket Contacts @ 502439-1400 14 | 1 | 04R6445 = 
PIM_5511651 
Contact Contact Tape Cut 
Mfg. PartNo. | Wire Size, AWG Material Plating Stock No. 1-9+ - 
Socket - Crimp, Loose Piece 2.00mm (0.079”) PITCH MILLI-GRID™ SYSTEM molex 
@ 50212-8100 | 24 AWG to 30 AWG | Phosphor Bronze | Tin Plated Contacts | 95C1851 0.33 
@ 50372-8100 | 22 AWG to 26 AWG | Phosphor Bronze | Tin Plated Contacts | 57H2158 0.20 
Socket - Crimp, Tape Cut 
@ 50212-8000 | 24 AWG to 30 AWG | Phosphor Bronze | Tin Plated Contacts | 94C4125 0.03 
PIM_5511455, 
; ; Fig. 3 
Pin & Socket Connector Housings Fig Fig.2 nae 
i Compliant 
i Pie Each Bee 
Mfg. Part No. Positions Rows Stock No. 1-9+ 
Receptacle ® G 
@ 502351-0200 2 1 08R4872 0.14 
@ 502351-0400 4 1 08R4873 0.61 
@ 502351-0600 6 1 08R4874 0.56 Fig. 4 
@ 502351-0800 8 1 08R4875 0.67 @ Voltage: 125 V @ Dielectric Withstanding Voltage: 500 V 


PIM_5511456 


© Current: 1.5 A max. 


@ Insulation Resistance: 1000 MO min. 


© Contact Resistance:40 mO max. © Operating Temperature: -40°C to +105°C 
High density connectors based on a 2.00 x 2.00 mm grid pattern. The system offers complete design flexibility 


1.800.463.9275 © newark.com 


for wire-to-board, board-to-board and cable-to-board connections. 

No. of Price Each 

Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header, Surface Mount 
@ 87759-1050 10 2mm 2 07P8696 1.86 
@ 87832-1020 10 2mm 2 72J6882 1.03 
@ 87832-1010 10 2mm 2 59J1801 2.54 
@ 87832-1220 12 2mm 2 59J1813 2.30 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


PC BOARD HEADERS & SOCKETS 


2.00mm (0.079”) PITCH MILLI-GRID™ SYSTEM (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


Pin & Socket Contacts (CONT.) 


No. of Price Each Contact Contact Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ Mfg. PartNo. | Wire Size, AWG Material Plating Stock No. 1-9+ 
Header, Surface Mount Socket - Crimp, 0.38m Select Gold, Tape Cut 
@ 87832-1421 14 2mm 2 56J8949 1.99 @ 50394-8051 | 24 AWG to 30 AWG Phosphor Bronze | Gold Plated Contacts | 57H2159 0.14 
@ 87832-5622 14 2mm 2 59J1862 = Socket - Crimp, 0.761m Select Gold, Loose Piece 
@ 87832-1420 14 2mm 2 5730374 1.50 @ 50394-8200 | 24 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 57H2162 0.14 
Header, Through Hole Socket - Crimp, 0.76m Select Gold, Tape Cut 
@ 87831-0620 6 2mm 2 59J1683 — @ 50394-8052 | 24 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 94C2678 0.19 
@ 87831-0641 6 2mm 2 59J1685 1.24 PIM_5511635 
@ 87833-0631 6 2mm 2 59J1877 1.98 
© 8783-0581 : anim 2 aie = 0.079” (2.00) PITCH MICROBLADE™ WIRE-TO-BOARD [ : 
© 87831-0841 a 2m 2 501690 = CRIMP TERMINAL/HOUSING AND HEADERS moiex 
@ 87831-1041 10 2mm 2 59J1698 0.60 RoHS 
Compliant 
© 87833-1031 10 2mm 2 59J1885 1.22 &e avalable 
@ 87831-1220 12 2mm 2 59J1704 2.18 
@ 87831-1241 12 2mm 2 59J1704 1.13 ) G 
@ 87833-1420 14 2mm 2 59J1889 1.29 
@ 87831-1420 14 2mm 2 52M1994 1.72 ; 
51004 Series 
@ 87831-2020 20 2mm 2 57J1576 2.07 
@ 87758-2416 24 2mm 2 59J1571 = 
@ 87758-2616 26 2mm 2 59J1573 1.44 
@ 87758-3016 30 2mm 2 07P8694 = 
@ 87758-4016 40 2mm 2 591584 2.01 : 
53014 Series 
© 87760-4016 40 2mm 2 saute 1.26 © Voltage: 125 V © Wire Range: 24 to 34 AWG 
Receptacle © Current: 0.5 to 2.0A ® Contact: Phosphor Bronze Tin-Plated 
@ 51110-1060 10 2mm 2 8902702 0.55 © Contact Resistance: 20 mO max. @ Insulation Resistance: 1000 MO min. 
© 51110-1260 12 Omm 2 57H2618 0.55 ® Dielectric Withstanding Voltage: 500 VAC/1 min. ® Operating Temperature: -20°C to +85°C. 
= 50011 series box design provides two points of contact and terminal protection, 51004 series housing lance 
@ 51110-1251 12 2mm 2 57H2617 ceo provides extra terminal retention, friction lock provides secure mating, 53014-53015 series locking windows 
@ 51110-3051 30 2mm 2 07P8657 — provide secure mating, housing glass-filled 6/6 nylon, UL 94V-0, UL listed, CSA certified 
Receptacle, Crimp No. of Price Each 
@ 51110-0850 8 2mm 2 57H2610 = Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
@ 51110-1451 14 2mm 2 50H8406 = Header, Through Hole, Right Angle 
@ 51110-2051 20 2mm 2 57H2625 0.49 @ 53015-0710 7 2mm 1 95H9649 a 
Receptacle, IDC / IDT Header, Through Hole, Vertical 
@ 87568-1074 10 2mm 2 08N1386 _ @ 53014-0210 2 2mm 1 28M9444 = 
@ 87568-1493 14 2mm 2 59J1530 1.20 @ 53014-0410 4 2mm 1 57H4620 = 
@ 87568-1693 16 2mm 2 93K7670 = @ 53014-0710 7 2mm 1 95H9637 sas 
@ 87568-2063 20 2mm 2 40K5866 2.33 @ 53014-0810 8 2mm 1 32M7224 0.23 
@ 87568-2093 20 2mm 2 57R2128 3.43 @ 53014-1110 11 2mm 1 95H9641 = 
@ 87568-2293 22 2mm 2 29K6679 = @ 53014-1210 12 2mm 1 95H9642 = 
@ 87568-2493 24 2mm 2 07P8688 1.76 Receptacle, Crimp, Housing 
@ 87568-2663 26 2mm 2 07P8689 2.22 @ 51004-0200 2 2mm 1 57H2236 — 
@ 87568-3093 30 2mm 2 32M7050 3.03 @ 51004-0400 4 2mm 1 28M9422 sa 
@ 87568-4463 44 2mm 2 43K8781 4.02 @ 51004-1200 12 2mm 1 57H2243 = 
@ 87568-5093 50 2mm 2 63M5045 471 PIM_78261 
Receptacle, Surface Mount 
@ 87340-0624 6 2mm 2 07P8683 oes Pin & Socket Contacts 
@ 87340-0824 8 2mm 2 07P8684 eee BIC ERRn 
Contact Contact 
© 791091008 2 2mm zs Oia 0.50 Mfg. Part No. | Wire Size, AWG Material | Plating Stock No. | __1-9# 
@ 79109-1009 20 2mm 2 69K8291 = Socket - Crimp 
© 79109-1010 bu emm Z O7RBSz 499 @ 50011-8100 | 24AWG to 30 AWG | Phosphor Bronze | Tin Plated Contacts | 8901389 | __— 
Receptacle, Through Hole PIM 6511478 
@ 79107-7004 10 2mm 2 07P8667 1.92 
@ 79107-7005 12 2mm 2 85K7418 2.26 
ea a = 5 SPI tag SHERLOCK 2.00mm (0.079”) PITCH WIRE-TO-BOARD aa ol ex 
@ 79107-7007 16 2mm 2 07P8669 1.09 Nera ee nEADERS r Fi ROHS 
bi in >>, ol 
@ 79107-7011 24 2mm 2 07P8672 3.61 © Current: 2.0A sae id Geena 
@ 79107-7016 34 2mm 2 68K1790 4.40 © Contact Resistance: 20 mO max. vee 
@ Dielectric Withstanding Voltage: 500 V 
© 79107-7019 7 rom g Wir 2:0) @ Insulation Resistance: 1000 MO min. 
PIM_8453 Compact low-profile design for space savings. 
Polarizing end walls prevent mismating. Five color 
Pin & Socket C tor Housi choices for circuit identification. 35507 series 
7 ocket Connector Housings positive lock latch provides secure mating retention. 
No. of Price Each Housing lance ensures good terminal retention. “#3 as WH 
Mfg. Part No. Positions Rows Stock No. a 4 Mates with 35362 and 35363 seriess headers. Wi, 
9. : E 35362 and 35363 series positive locking ribs Ni sy 
Receptacle provide secure mating retention. Four-wall shroud 
. 10 2 3809879 with guide plate protects pins and facilitates mating. Contacts: tin/lead plated. Type 502-12-8100 contacts 
@ 51110-1050 0.39 
PIM 5511696 available; go online or call. 
7 No. of Price Each 
‘ Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Be Sees Header, Through Hole, Right Angle 
Contact Contact Price Each © 35363-0260 2 2mm 1 57R9772 = 
Mfg. Part bl Wire Size, AWG ul) Plating Stock No. 1-9+ @ 35363-0460 4 2mm 1 29K8098 x 
Socket - Crimp, 0.38y7m Select Gold, Loose Piece @ 35363-0860 8 2mm 1 08R2484 072 
@ 50394-8100 | 24 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 57H2161 0.13 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 
PC BOARD HEADERS & SOCKETS 


SHERLOCK 2.00mm (0.079”) PITCH WIRE-TO-BOARD HOUSINGS AND MINI-LOCK™ 2.50mm (0.098”) PITCH WIRE-TO-BOARD | ° 
HEADERS (CONT) CRIMP TERMINALS/HOUSINGS/HEADERS moiex 
No. of Price Each { 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ ; 
Header, Through Hole, Vertical \ . A: 
@ 35362-0250 2 2mm 1 58J8271 0.36 y 
@ 35362-0350 3 2mm 1 93K7153 0.36 Q 
Wss020450 : emi d eoKeISS oxs [ Series 50351 Series 51103 Series 53426 
@ 35362-0550 5 2mm 1 30K7102 0.26 RoHS 
@ 35362-0650 6 2mm 1 68K1363 0.49 iw Geeeinpian 
@ 35362-0850 8 2mm 1 24K6838 0.42 > a a 
C ly 
@ 35362-0950 9 2mm 1 57R9763 = SS st 
@ 35362-1050 10 2mm 1 65K0709 0.50 y 
Receptacle Volt wae Contact Resist 20m0 
© Voltage: © Contact Resistance: 20 mO max. 
@'35507-0200 2 2mm : Wes 0.08 © Current: 3.0A © Dielectric Withstanding Voltage: 1000 VACI1 min. 
@ 35507-0300 3 2mm 1 09H1095 0.09 © Wire Range: 22-28 AWG © Insulation Resistance: 1000 MO min. 
@ 35507-0400 4 2mm 1 09H1096 0.06 50351 series has four points of contact. Housing lance provides secure terminal retention. 51103 series 
@ 35507-0600 6 2mm 4 84C8832 0.27 housing mates with 53375 and 53426 series headers, use with 50351 series crimp terminals. 53375 and 53426 
8 3 7 09H1097 = series headers contacts tin-plated. Locking ribs and holes accept either positive or friction-locking housings. 
© 35507-0800 mn 0.09 Shrouded design protects and facilitates mating. Kinked PC tails provide secure PCB retention. 
@ 35507-0900 9 2mm 1 56H7239 0.05 Pri 
No. of tice Each 
© 35507-1200 12 2mm 1 OoHi038 = Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
PIM_80521 Header, Through Hole, Right Angle 
@ 53426-0310 3 2.5mm 1 26H1667 ss 
Pin & Socket Contacts @ 53426-0610 6 2.5mm 1 57H5476 — 
Contact Contact Price Each Header, Through Hole, Vertical 
Mfg. PartNo. | Wire Size, AWG Material Plating Stock No. 1-9+ @ 53375-0210 2 2.5mm 1 57H5345 0.12 
Socket - Crimp, Loose Piece @ 53375-0310 3 2.5mm 1 57H5347 0.28 
@ 50212-8100 | 24 AWG to 30 AWG | Phosphor Bronze | Tin Plated Contacts | 95C1851 0.33 @ 53375-0410 4 2.5mm 4 57H5351 0.40 
PIM_5511432 @ 53375-0510 5 2.5mm 1 57H5354 0.37 
@ 53375-0610 6 2.5mm 1 57H5357 0.77 
0.098” (2.50) PITCH SPOX™ WIRE-TO-BOARD CRIMP = zal ; ate = 
TERMINAL HEADERS AND HOUSINGS @ 53375-0810 8 2.5mm 1 57H5361 0.44 
Receptacle, Housings with Positive Lock 
@ 51103-0200 2 2.5mm 1 25H8708 0.10 
@ 51103-0300 3 2.5mm 1 26H1670 0.09 
@ 51103-0400 4 2.5mm 1 26H1986 0.11 
: ; @ 51103-0600 6 2.5mm 1 57H2597 0.08 
5263 Crimp Terminals 
RoHS @ 51103-0800 8 2.5mm 1 54H4363 0.10 
| 5264-N Series Compliant 
5267-NA Series Compliant" @ 51103-1000 70 2.5mm 1 572600 us 
@ Voltage: 250 V @ Insulation Resistance: 1000 Price Each 
© Current: 1.5-3.0A mO min. @) @ Mfa. Part N Descripti cg Stock N a] = 
© Contact Resistance: 20 mO max. g. Part No. escription : SCR. 
© Dielectric Withstanding Voltage: 1000 VAC/1 min. @ 50351-8100} Crimp Socket, 28-22AWG 51102, 51163, 51103 Housings | 02H0384 0.37 
5267-NA series headers feature tin-plated brass contacts; operating temperature 0 to 75°C. 5264-N series @ 50351-8000 | Crimp Socket, 28-22AWG, | Mini-Lock Wire-to-Board Housings | 26H1675 0.04 
housings are low profile and shrouded; operating temperature -40 to 105 °C. 5263 series tin-plated phosphor Cut Tape 
bronze contacts; operating temperature -40 to 105°C. PIM 80519 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
E : 0.100” (2.54) C-GRID® HIGH-DENSITY Ros . 
Header, Through Hole, Right-Angle, Shrouded DUAL ROW CONNECTORS Campa mM (@) ex 
@ 22-05-7045 4 2.54mm 1 07P8724 0.32 
Header, Through Hole, Vertical, Shrouded 
@ 22-03-5025 2 2.5mm 1 55H9326 0.11 
Receptacle, Crimp, Housings, Shrouded 
@ 50-37-5023 2 2.5mm 1 57H1784 0.05 é 
71308 Series 
@ 50-37-5033 3 2.5mm 1 57H1785 0.08 
@ 50-37-5043 4 2.5mm 1 57H1786 0.08 70450 Series 70280 Series 7880 Series 
@ 50-37-5053 5 a f SUL 0.05 © Voltage: 250 V © Dielectric Withstanding Voltage: 1500 V 
@ 50-37-5063 6 2.5mm 1 57H1787 0.12 © Current Rating: 3A @ Insulation Resistance: 1000 MO Min. 
@ 50-37-5083 8 2.5mm 1 8607528 0.11 © Contact Resistance: 15 mO Max. © Operating Temperature: -40°C to +105°C 
70450 SERIES DUAL ROW CRIMP HOUSINGS, VERSION A - NON POLARIZED - Stackable end-to-end and 
S50 s7-5108 0 eomnit : BOGIES? Os) side-to-side on 0.100” (2.54mm) grid. Use with C-grid SL crimp terminals; order separately below. Mate with 
@ 50-37-5113 11 2.54mm 1 95H9590 0.24 70280, 71308, or 71764 series dual row headers; order separately below. 
@ 50-37-5123 12 2.5mm 1 95H9591 oes POLARIZING KEY FOR CRIMP HOUSINGS 
= 70280 SERIES DUAL ROW VERTICAL PIN BREAKAWAY HEADERS - 11.10mm _ (0.437”) LENGTH - Easy 
For Use Price Each breakaway to smaller sizes. Stackable end-to-end and side to side. Drawn 0.025” (0.635mm) square wire 
Mfg. Part No. Description With Stock No. 1+ provides 4-sided smooth surface. Standoffs facilitate post solder cleaning. Mate with 70450 series connector 
70 5 ‘i z A housings; order separately above and 7859 series shunts; order separately below. 
@ 08-70-0103 Crimp Pin, 28-22 AWG §240 Series Connectors ; 8308043 0.25 70246 SERIES DUAL ROW VERTICAL SHROUDED HEADERS 
© 08-70-1039 | Crimp Socket, 28-22 AWG | Molex 5264-N Series Shrouded Crimp | 54H5572 0.04 7859 SERIES TWO CIRCUIT SHUNT/JUMPERS - Open or closed top to prevent upside-down mating. 
Terminal Housings Stackable end-to-end and side-to-side. Acts as DIP switch by increasing current flow and decreasing resistance. 
@ 08-70-1040 | Crimp Socket, 28-22 AWG 5264 Series Connectors 54H5573 0.12 Dual beam copper alloy terminals offer 2 points of contact per pin. Glass-filled polyester housing, rated UL 94V- 
63811-5200 Crimp Tool Molex SPOX 5103, 5263, 45627 &| 07M7214 me 0. Contact resistance: 15 mO (gold). Current rating: 5 A. Mate with any C-Grids header. 
50802 28-22AWG Terminals No. of Price Each 
PIM_78163 Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header - Surface Mount - 15u” Gold Plated 
@ 15-91-6102 10 2.54mm 2 55H2321 2.46 
@ 15-91-0120 12 2.54mm 2 55H2065 1.37 
@ 15-91-0160 16 2.54mm 2 55H2070 1.33 
@ 15-91-0800 80 2.54mm 2 18M7944 7.49 
> CONTINUED > 
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PC BOARD HEADERS & SOCKETS 


0.100” (2.54) C-GRID® HIGH-DENSITY DUAL ROW CONNECTORS (CONT.) 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header - Surface Mount - 30u” Gold Plated 
@ 15-91-3100 10 2.54mm 2 55H2254 0.57 
Header - Surface Mount - Tin Plated 
@ 15-91-2100 10 2.54mm 06H1106 0.37 
@ 15-91-2800 80 2.54mm 18M7945 4.35 
Header - Through Hole 
@ 70246-1001 10 2.54mm 2 56J9979 1.20 
@ 70246-2601 26 2.54mm 2 08P0705 _ 
@ 70246-4001 40 2.54mm 2 08P0707 2.90 
Header - Through Hole - 15u” Gold Plated 
@ 10-89-7062 6 2.54mm 2 58J8068 0.43 
@ 10897102 10 2.54mm 2 0134523 ay 
@ 10-89-7122 12 2.54mm 2 0134526 0.22 
@ 70247-1451 14 2.54mm 2 08P0708 = 
@ 10-89-7142 14 2.54mm 2 46M4257 = 
@ 10897162 16 2.54mm 2 0144532 1.30 
@ 10897202 20 2.54mm 2 0134537 OWA 
@ 10-89-7302 30 2.54mm 2 0134549 2.57 
@ 10897402 40 2.54mm 2 0134559 4.79 
@ 10-89-7502 50 2.54mm 2 74K2675 eS 
Header - Through Hole - 30u” Gold Plated 
@ 10-89-7100 10 2.54mm 2 01J4521 1.12 
Header - Through Hole - Tin Plated 
@ 10-89-7061 6 2.54mm 2 0144517 0.28 
@ 10-89-7081 8 2.54mm 2 014520 aS 
@ 10897101 10 2.54mm 2 0134522 0.75 
@ 10-89-7141 14 2.54mm 2 0134528 0.39 
@ 10-89-7161 16 2.54mm 2 014531 = 
@ 10-89-7201 20 2.54mm 2 014536 = 
Receptacle 
@ 22-55-2041 4 2.54mm 2 56H4204 0.78 
@ 22-55-2061 6 2.54mm 2 3809187 0.92 
@ 22-55-2081 8 2.54mm 2 0601181 0.83 
@ 22-55-2082 8 2.54mm 2 56H4209 0.42 
@ 22-55-2101 10 2.54mm 2 3809188 1.38 
@ 22-55-2103 10 2.54mm 2 74C5823 41.74 
@ 22-55-2121 12 2.54mm 2 02H0390 4.11 
@ 22-55-2141 14 2.54mm 2 56H4214 1.16 
@ 22-55-2161 16 2.54mm 2 56H4217 41.23 
@ 22-55-2181 18 2.54mm 2 3809190 1.84 
@ 22-55-2201 20 2.54mm 2 56H4223 2.52 
@ 22-55-2341 34 2.54mm 2 3809192 0.87 
@ 2255-2401 40 2.54mm 2 7706142 1.24 
@ 22-55-2501 50 2.54mm 2 56H4265 ae 
Price Each 
Mfg. Part No. Description StockNo. | 1-1-9+ _ 
@ 15-29-1026 Closed Top Shunt/Jumper, 150u’ Tin Plated 55H0426 0.26 
@ 15-29-1025 Closed Top Shunt/Jumper, 15u” Gold Plated 55H0425 0.39 
@ 90059-0009 Open Top Micro Shunt/Jumper, 15u” Gold Plated 06H1007 =e 
@ 15-38-1024 Open Top Shunt/Jumper, 150u” Tin Plated 55H0628 0.44 
@ 15-29-1024 Open Top Shunt/Jumper, 15u” Gold Plated 55H0424 0.39 
@ 15-04-0292 Polarizing Key 8809463 0.48 
PIM_8407 


3.70mm (0.146”) FLEXI-MATE BOARD-TO-BOARD AND 
WIRE-TO-BOARD 


molex 


CONNECTOR 
SYSTEM 
SB . 
Compliant 
Available 
Features Benefits 
@ Board-to-board, wire-to-board and terminator @ Meets needs of LED TVs and lighting equipment 
options that use interconnecting LED panels 


@ Positive side latches on crimp housing 

© Dual-contact wire-to-board and board-to-board 
terminal design 

© Mating guide features on PCB connectors 

© Shrouded contacts 


Space savings and easy mating/unmating 
Ensures reliable electrical contact 

Help facilitate mating and provide smooth insertion 
Protects contact area 
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3.70mm (0.146”) FLEXI-MATE BOARD-TO-BOARD AND WIRE-TO-BOARD 
CONNECTOR SYSTEM (CONT.) 


Designed to meet the backlighting needs of LED TVs and room lighting applications, Molex’s new Flexi-Mate 
family of connectors is the first of its kind on the market to provide a full range of both board-to-board and wire-to- 
board solutions. Molex's Flexi-Mate system includes board-to-board connectors that are used to snap together 
small panels containing LED lights and a wire-to-board option to connect the LED boards to the main power 


board. A terminating connector is also available that is used as a type of shorting device to complete an open- 
loop signal. The 3.00mm (.118”) mated height meets the needs of TV and room lighting units that continue to 
strive for thinner designs. Other key features include a dual-contact terminal design for secure electrical contact, 
space-saving positive side locks for wire-to-board connections, and guide features that help facilitate mating and 
protect terminals during mating and unmating. 
No. of Tape Cut 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Plug - Surface Mount 
@ 503469-0200 2 3.7mm 1 99R5661 0.37 
Receptacle - Crimp 
@ 503474-0200 2 3.7mm 1 2475878 — 
Receptacle - Surface Mount 
@ 503471-0200 2 3.7mm 1 99R5662 0.30 
PIM_192410 
Pin & Socket Contacts 
Tape & 
Contact Contact Reel 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
Pin - Crimp 
@ 503485-0000 | 26AWG to 28AWG | CopperAlloy | Tin Plated Contacts | 2475879 = 
PIM_5511630 


EDGEMATE WIRE-TO-CARD-EDGE CONNECTORS 


Eliminating the need for mating header, EdgeMate™ power m 0) | ex 
connector offers positive PCB-locking and significant cost RoHS _ 
savings for wire-to-edge-card terminations in appliance, compan 
industrial and lighting applications. ' 


I 


>» beh 
a 
White, UL94-V2 
No. of Price Each 
Mfg. Part No. Positions Stock No. 1-9+ 
Receptacle 
@ 172159-0502 2 83X7936 0.15 
@ 172159-0503 3 83X7937 = 
@ 172159-0604 4 83X7938 0.25 
@ 172159-0605 5 83X7939 0.26 
@ 172159-0606 6 83X7940 0.41 
@ 172159-0607 7 83X7941 0.43 
@ 172159-0608 8 83X7942 0.50 
@ 172159-0609 9 83X7943 0.52 
@ 172159-0610 10 83X7944 0.22 
@ 172159-0611 "1 83X7945 er 
@ 172159-0612 12 83X7946 sa 
PIM_5465542 


EDGEMATE WIRE-TO-CARD-EDGE CONNECTORS 


Eliminating the need for mating header, EdgeMate™ 
power connector offers positive PCB-locking and 
significant cost savings for wire-to-edge-card 
terminations in appliance, industrial and lighting 
applications. 


molex 


Black, UL94-V2 


No. of Price Each 
Mfg. Part No. Positions Stock No. 1-9+ 
Receptacle, Glow Wire Capable 
@ 172879-0003 71Y6039 sei 
@ 172879-0206 71Y6040 ne 
@ 172879-0208 71Y6041 Boe 
PIM_5479128 
Pin & Socket Contacts 
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PC BOARD HEADE OCKETS 


Pin & Socket Contacts (CONT.) 0.100” (2.54) SL™ HEADERS ° 
Contact Contact Tape Cut m 0) | ex 


Mfg. PartNo. | Wire Size, AWG Material Plating Stock No. 1-9+ He : 
rae, 


Socket - Crimp 
O€ 


@ 172160-1803 | 18 AWG to 20 AWG | Phosphor Bronze | Tin Plated Contacts | 83X7948 = 


@ 172160-1806 | 18 AWG to 20 AWG Brass Tin Plated Contacts | 83X7950 = 
@ 172160-1805 | 18 AWG to 20 AWG Brass Gold Plated Contacts | 83X7949 0.17 
PIM_5479131 


0.100” (2.54) CENTER KK® SYSTEM CRIMP TERMINAL m olex sSiecis 
ett idee V 70543 Series Right-Angle 
e Cinene 2.5 AMax. Vertical 
© Contact Resistance: 20 mOhm © Voltage: 250V © Insulation Resistance: 1000MQ min. 
© Dielectric Withstanding Voltage: 1500 VAC © Current: 3A © Contacts: Copper Alloy, 0.025" Square ; 
@ Insulation Resistance: 50,000 MOhm © Contact resistance: 15mQ max. © Plating: 15y” Gold, 30u” Gold, 150y” Tin 
© Nylon Material, Rated UL 94V-0 ® Dielectric Withstanding Voltage: 1500V © Operating Temperature: -40°C to +105°C 
Available with or without locking ramp and polarizing RoHS Single-row 0.100" center wire-to-board vertical and right-angle shrouded locking headers feature locking crown 
ribs. 2695 series accepts 2759 series KK® series crimp Gecinpian that secures positive latch to header. Polarization slots guide front ribs to prevent pin damage. Mate with 70066 
terminals, 7880 series accepts 7879 series crimp terminals, os series crimp housings; order separately. 
and 6471 series accepts 4809 series crimp terminals Mate AY G No. of Price Each 
with 0.100” (2.54) Center KK® series headersordered ; ; Mfg, Part No. conan Piich eae aeety ie 
separately. Order polarizing key and polarizing peg separately below. UL recognized, CSA certified. - - - 
No. of Price Each Header, Surface Mount, Right Angle, Shrouded Locking, 150 Tin 
Mfg. Part No. Positions Stock No. =] 9115-01:9084 ; 4 2.54mm J 1 65H6703 3.00 
Receptacle, With Locking Ramp Header, Through Hole, Right Angle, Shrouded Locking, 15,1 Gold 
@ 22-01-2027 2 3303219 aaa © 70553-0001 2 2.54mm 1 59H2870 0.92 
@ 22-01-2037 3 3809135 aa © 70553-0002 3 2.54mm 1 59H2871 1.20 
@ 22-01-2047 ri 3809137 ais @ 70553-0003 4 2.54mm 1 3809957 142 
© 22-01-2057 5 55H8906 = @ 70553-0005 | |S | | S9H2873— | 2.26 
@ 22-01-2067 A 55H8909 aa @ 70553-0006 7 2.54mm 1 59H2874 a 
@ 22-01-2107 70 3809143 ae @ 70553-0007 8 2.54mm 1 59H2875 3.36 
© 22-01-2127 12 3503818 = @ 70553-0009 10 254mm 1 59H2877 ae 
@ 22-01-2147 14 55H8931 033 Header, Through Hole, Right Angle, Shrouded Locking, 150 Tin 
Receptacle, With Locking Ramp & Polarizing Ribs © 70551-0004 2 2.54mm 1 59H2839 = 
@ 22-01-3027 2 3809144 0.14 @ 70553-0037 3 2.54mm 1 30H5349 = 
© 22-01-3037 3 3809145 aan @ 70553-0038 4 2.54mm 1 95H7415 ao 
© 22.01-3047 4 34413249 | 
@ 22-01-3057 5 3809147 DD Header, Through Hole, Vertical, Shrouded, Locking, 15 Gold 
© 22-01-3067 A 3505333 are @ 70543-0001 2 2.54mm 1 59H2645 0.64 
@ 22-01-3077 7 55H8976 041 @ 70543-0002 3 2.54mm 1 3809947 0.70 
© 22-01-3087 B 3809148 as @ 70543-0003 4 2.54mm 1 8500279 0.76 
© 22-01-3097 9 94F9699 aes @ 70543-0004 5 2.54mm 1 59H2646 145 
@ 22-01-3107 10 7706172 a @ 70543-0005 6 2.54mm 1 59H2647 0.88 
enue | tO*dYSCO a BTS”*~*~dSC“(t © 70543-0006 7 2.54mm 1 59H2648 0.66 
@ 22-01-3137 B 55H8981 a @ 70543-0007 8 2.54mm 1 59H2649 1.96 
@ 22-01-3147 14 2BCT145 aS @ 70543-0008 9 2.54mm 1 59H2650 a 
© 22-01-3157 15 55H8983 aaa @ 70543-0009 10 2.54mm 1 59H2651 1.80 
Receptacle, With Locking Ramp & Polarizing Ribs, End-to-End Stackable S:10545:0011 2 Zemin | : 9104597 _ 
@ 22-01-2025 2 26HO649 = Header, Through Hole, Vertical, Shrouded, Locking, 15y Gold, Tri-Peg 
© 22-012035 3 76KOTAI = @ 70545-0036 2 2.54mm 1 9706848 0.66 
© 22-01-2045 4 S5H8902 = @ 70545-0037 3 2.54mm 1 59H2772 0.81 
On01008.—COCOCCSSSYSC BS TOS SCSC*SC( @ 70545-0042 8 2.54mm 1 7308930 = 
© 22-01-2065 6 09WX0295 a © 70545-0044 10 254mm Tt GH7O4Z | 
@ 22-01-2085 3 55H8914 7 Header, Through Hole, Vertical, Shrouded, Locking, 150 Tin 
@ 22-01-2105 70 55H8919 = @ 70543-0036 2 2.54mm 1 95H7398 071 
Receptacle, Without Locking Ramp or Ribs © 70543-0037 3 2.54mm 1 18M8236 1.13 
© 22-01-2031 3 3800134 ae @ 70543-0038 4 2.54mm 1 59H2665 = 
@ 22-01-2061 6 3809138 0.39 @ 70543-0040 a eSamnin al 95H7401 IES 
@ 22-01-2101 10 3809142 aa Header, Through Hole, Vertical, Shrouded, Locking, 30,1 Gold 
end HBA SC*dSCOCgCti«C HASNT 3 2.54mm 1 95H7406 149 
PIM_8406 @ 70543-0108 4 2.54mm 1 9405508 1.64 
PIM_17132 
Wire-to-Board , a 
=r sacsEmp 0-100” (2.54) PITCH SL™ CRIMP TERMINALS molex 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-9 notis 
Receptacle Sepeinpian 
© 10-11-2023 2 2.54mm 1 54H7660 0.19 vail 
@ 10-11-2033 3 2.54mm 7 54H7662 0.19 AY G 
@ 10-11-2043 4 2.54mm 1 54H7664 0.11 
@ 10-11-2053 5 2.54mm 1 36B9101 eee, 
@ 10-11-2063 6 2.54mm 1 35H6565 0.41 . 
@ 10-11-2073 7 2.54mm 4 36B9105 0.18 ® Voltage: 250V e Insulation Resistance: 1000MO Min. 
@ 10-11-2083 8 2.54mm 1 1302635 0.29 ; cele Se ee decane © Operating Temp.: -40°C to +105°C 
@ 10-11-2103 10 2.54mm 1 36B9111 0.52 Dual-beam, fully enclosed female box contact. Dual-tab strain relief. Locking tang secures terminal in housing. 
@ 10-11-2123 12 2.54mm 1 28M9332 0.44 Pricing is individual or per package. Reel pricing is per piece. 
PIM_5511303 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


PC BOARD HEADERS & SOCKETS 


0.100” (2.54) PITCH SL™ CRIMP TERMINALS (CONT.) 0.100” (2.54) SL™ CRIMP HOUSINGS (CONT.) 
Contact Contact Price Each No. of Price Each 
Mfg. PartNo. | Wire Size, AWG Material Plating Stock No. 1-9+ Mfg. Part No. Positions Rows Stock No. 1-9+ 
Pin - Crimp, EA Receptacle, Single Row, Version A, Non-polarised 
@ 16-02-0108 | 24 AWG to 30 AWG | Phosphor Bronze | Tin Plated Contacts | 55H2486 0.16 @ 50-57-9002 2 1 7705436 0.21 
Pin - Crimp, EA, 0.38ym Selective Gold @ 50-57-9003 3 1 57H1819 OMiz, 
@ 16-02-0109 | 24 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 7403240 0.15 @ 50-57-9004 4 1 57H1820 0.34 
@ 16-02-0115 | 22 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 55H2492 0.49 @ 50-57-9005 5 1 57H1821 0.33 
Pin - Crimp, EA, 0.76ym Selective Gold @ 50-57-9006 6 1 57H1822 0.21 
@ 16-02-0110 | 24 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 55H2487 0.63 @ 50-57-9007 7 1 57H1823 0.18 
@ 16-02-0117 | 22 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 92B7913 0.45 @ 50-57-9008 8 1 57H1824 0.22 
Pin - Crimp, TC @ 50-57-9009 9 1 57H1825 0.65 
@ 16-02-0107 | 22 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 08P0700 0.06 @ 50-57-9010 10 1 57H1826 as 
Pin - Crimp, TC, 0.38,m Selective Gold Receptacle, Single Row, Version C, Front Ribs 
@ 16-02-0077 | 24 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 92C8848 0.13 @ 50-57-9202 2 1 57H1847 0.21 
@ 16020081 22 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 8307748 0.13 @ 50-57-9203 3 1 57H1848 0.25 
Pin - Crimp, TC, 0.76m Selective Gold @ 50-57-9204 4 1 57H1849 = 
@ 16-02-0078 | 24 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 85C2122 =e @ 50-57-9208 8 1 57H1852 0.43 
@ 16-02-0116 | 22 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 85C2117 0.16 Receptacle, Single Row, Version D, Back Ribs 
Socket - Crimp, EA @ 50-57-9402 2 1 3809863 0.20 
@ 16-02-1116 | 24 AWG to 30 AWG | Phosphor Bronze | Tin Plated Contacts | 55H2511 0.06 @ 50-57-9403 3 1 38C9864 0.13 
@ 16-02-1114 | 22 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 55H2510 0.06 @ 50-57-9404 4 1 2505453 0.15 
Socket - Crimp, EA, 0.38,1m Selective Gold @ 50-57-9405 5 1 98B5365 0.46 
@ 16-02-1109 | 24 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 55H2505 0.22 @ 50-57-9406 6 1 38C9865 0.46 
@ 16-02-1125 | 22 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 55H2519 0.40 @ 50-57-9407 7 1 57H1893 0.31 
Socket - Crimp, EA, 0.38,1m Selective Gold, Use with CyClone 73099 Series Panel-to-Panel @ 50-57-9408 8 1 38C9866 0.58 
Connector @ 50-57-9409 9 1 3809867 0.45 
@ 16-02-0097 | 24 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 55H2477 0.21 © 50-57-9410 10 1 3809868 0.38 
@ 16-02-0103 | 22 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 55H2483 0.28 © 50-57-9412 12 1 57H1897 0.20 
Socket - Crimp, EA, 0.76ym Selective Gold © 50-57-9416 16 1 57H1898 0.56 
@ 16-02-0098 | 24 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 55H2478 = © 50-57-9420 20 1 57H1900 0.50 
@ 16-02-1115 | 22 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 26H0855 0.25 = 
Socket - Crimp, EA, 0.76y1m Selective Gold, Use with CyClone 73099 Series Panel-to-Panel — For Use WeuicsiEashy 
Connector Mfg. Part No. | Description Type With Stock No.} 1-1-9+ 
@ 16-02-0104 | 22 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 04H0438 0.34 @ 15-04-0292 | Polarizing Key | Polarizing Key | 0.100" (2.54) Pitch C-Grid and SL} 88C9463 0.48 
Socket - Crimp, EA, Use with CyClone 73099 Series Panel-to-Panel Connector connectors 
@ 16-02-0096 | 24AWG to 30 AWG | Phosphor Bronze | Tin Plated Contacts | 55H2476 a PIMET/(8 
@ 16-02-0102 | 22 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 55H2482 0.20 
Socket - Crimp, TC, 0.38m Selective Gold Wire-to-Board 
@ 16-02-0119 | 24 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 55H2493 0.11 No. of Price Each 
@ 16-02-1110 | 22 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 55H2506 0.04 Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
@ 16-02-1124 | 22 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 8809405 0.06 Receptacle 
Socket - Crimp, TC, 0.38m Selective Gold, Use with CyClone 73099 Series Panel-to-Panel @ 50-57-9702 2 2.54mm 1 8901734 0.12 
Connector @ 22-55-2202 20 2.54mm 2 56H4224 0.91 
@ 16-02-0082 | 24 AWG to 30 AWG | Phosphor Bronze |} Gold Plated Contacts | 85C2120 0.08 @ 22-55-2242 24 2.54mm 2 56H4230 — 
@ 16-02-0087 | 22 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 55H2474 0.18 PIM_5511642 
ean : Crimp, TC, 0.76ym Selective Gold, Use with CyClone 73099 Series Panel-to-Panel 
onnector 
@ 16-02-0088 | 22 AWG to 24 AWG | Phosphor Bronze |} Gold Plated Contacts | 95€0425 0.21 0.100” PITCH SL™ WIRE-TO-WIRE CONNECTORS mM Oo | ex’ 
Socket - Crimp, TC, Use with CyClone 73099 Series Panel-to-Panel Connector 
@ 16-02-0069 | 24 AWG to 30 AWG | Phosphor Bronze | Tin Plated Contacts | 9000133 0.05 Geena 
© 16-02-0086 | 22 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 97B0029 0.05 Avallanle 
Socket - Crimp, TR, 0.76j1m Selective Gold 
@ 16-02-1113 | 24 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 95H7613 0.12 
For Use Price Each 
Mfg. Part No. Description With Stock No. 1-1-9+ 
11030036 Extraction Tool SL Series Crimp Terminal 34H3143 51.49 
PIM_8476 Version A without mounting ears 


Version B with mounting ears 


® Black Glass-Filled Polyester, UL 94V-0 © Operating Temperature: -40° to +105°C 


mM olex Used primarily for remote interconnections. Locking crown secures positive latch to connector. Polarization 
slots guide front ribs of mating connector to prevent pin damage. Mates with series 70066 crimp housings; 


0.100” (2.54) SL™ CRIMP HOUSINGS 


Gop tinpian order separately. 
Available No. of Price Each 
Mfg. Part No. Positions Rows Stock No. 1-9+ 
Plug, Single Row, Version A, without Mounting Ears 
70066 Series Version A 70066 Series Version D @ 70107-0001 2 1 8901698 0.36 
ais Geneseo @ 70107-0002 3 1 89C1717 0.42 
@ Single-Row 0.100” Center @ Alignment Ribs Prevent Contact Damage @ 70107-0003 4 : eOCzAay 0.42 
@ Wire-To-Board Applications © Operating Temperature: -40°C to +105°C @ 70107-0004 5 1 8901722 0.60 
Anti-entanglement ribs prevent wire from catching under lock during harness assembly. Uses 70058 and @ 70107-0005 6 1 59H2430 0.95 
71851series crimp terminals; order separately. Go online or call. Mates with 70543 and 70553 series headers; @ 70107-0006 7 1 59H2431 ee 
order separately. Go online or call . 
End-to-end and side-to-side stackable for single- or dual-row connections. Use with types 70058 and 71851 @ 70107-0007 8 | 59H2432 0.55 
crimp terminals. Mates with types 8624, 42375, 42377, 70280, 71038 and 71764 headers. @ 70107-0008 9 1 59H2433 = 
@ 70107-0009 10 1 59H2434 0.93 
@ 70107-0011 12 1 59H2435 ae 
Plug, Single Row, Version B, with Mounting Ears 
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0.100” PITCH SL™ WIRE-TO-WIRE CONNECTORS (CONT.) 


CONNECTORS & ACCESSORIES 


PC BOARD HEADERS & SOCKETS 


KK® SYSTEM 0.100” (2.54) CENTER CRIMP TERMINALS (CONT.) 


@ 70107-0037 3 1 13H6425 = Tape & 
PIM 69955 Contact Contact Reel 
Z Mfg. PartNo. | Wire Size, AWG Material Plating Stock No. | 1-9999+ 
Socket - Crimp, EA, Hot Tin Dip 
VersaBlade Wire-to-Wire Connector System m olex © 08-50-0114 | 22AWG to 30 AWG Brass Tin Plated Contacts | 34H3328 | 0.07 
Socket - Crimp, EA, Selective Gold 
@ 08-65-0816 | 22 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 67P3951 0.37 
4 @ 08-55-0111 | 22 AWG to 30 AWG Brass Gold Plated Contacts | 26H0651 0.18 
al Socket - Crimp, EA, Selective Gold, Nickel Under Plating 
@ 08-55-0102 | 22 AWG to 30 AWG Brass Gold Plated Contacts | 54H5446 (OMlzs 
Socket - Crimp, TC 
@ 08-52-0101 | 22 AWG to 30 AWG | Phosphor Bronze | Tin Plated Contacts | 40P0993 — 
Providing superior mating reliability, VersaBlade Wire-to-Wire Connector System enables reliable signal and @ 08-56-0109 | 22 AWG to 30 AWG Brass Gold Plated Contacts |BOSEIGG 0.38 
power transmission at 300V and 15.0A with superior mating reliability, easy harness assembly and polarization Socket - Crimp, TC, Cat Ear, Hot Tin Dip 
features that prevent mis-mating that could result in signal failure. @ 08-50-0031 | 22 AWG to 30 AWG Brass Tin Plated Contacts | 7203719 0.06 
No. of [Price Each" Socket - Crimp, TC, Hot Tin Dip 
Mfg. Part No. Positions Stock No. 1-9+ @ 08-50-0113 | 22 AWG to 30 AWG Brass Tin Plated Contacts | 88C0996 0.04 
Plug, Natural Socket - Crimp, TC, Selective Gold 
@ 35150-0310 3 56H7006 0.30 @ 08-65-0815 | 22 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 24M9890 a 
@ 35180-0400 4 56H7098 0.44 Socket - Crimp, TC, Selective Gold, Nickel Under Plating 
@ 35150-0610 6 56H7016 0.36 @ 08-55-0101 | 22 AWG to 30 AWG Brass Gold Plated Contacts | 54H5445 0.19 
Receptacle, Natural Socket - Crimp, TR 
@ 35151-0310 3 56H7021 0.10 @ 08-65-0813 | 22 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 10R6571 0.33 
© 35151-0610 6 56H7025 0.23 © 08-56-0109 | 22 AWG to 30 AWG Brass Gold Plated Contacts | 95H7625 0.17 
Receptacle, Vertical, Type A = 
e IOI : 2 57R9930 0.19 a For Use [Price Each. 
- Mfg. Part No. Description With Stock No. 1-1-4+ 
Receptacle, Vertical, Type B W-HT-1921-P | Crimp Tool | KK Series 30-18 AWG Crimp Terminals | 31F1049 | 44.44 
© 35065-0210 2 OU 0.17 @ 11-03-0022 | Extraction Tool | KK Series 22-30 AWG Crimp Terminals | 57H7480 | 47.84 
For Use Price Each PIM_8490 
Mfg. Part No. Type With Stock No.|  1-1-9+ 
@ 35182-0292 | Terminal Position Assurance | Molex mer ty Wire Plug} 57R9667 0.04 KK® SYSTEM 0.100” (2.54) CENTER HEADERS olex 
@ 35965-0292 | Terminal Position Assurance | Molex 35965 Wire to Wire} 57R9932 0.08 [ ] 
Receptacle Housings | GeRiinpen 
@ 35150-0392 | Terminal Position Assurance | Molex 43938-2102 Plug & 43914-| 56H7009 — | a Available 
1102 Receptacle Housings / ~]T_ f 2 
@ 35150-0292 | Terminal Position Assurance | Molex VersaBlade 35151 Series) 56H7002 0.05 iy of i j j A G 
Hybrid Plug, 35150 Series Hybrid 7 
Receptacle Housings _ 


PIM_5500805 


Pin & Socket Contacts 


Contact Contact Tape Cut 
Mfg. PartNo. | Wire Size, AWG Material Plating Stock No. | 1-249+ 

Pin - Crimp 

@ 35747-0110 | 20 AWG to 22 AWG Brass Tin Plated Contacts | 56H7304 0.07 
@ 35745-0110 | 20 AWG to 22 AWG Brass Tin Plated Contacts | 56H7300 0.06 
@ 35745-0210 | 14 AWG to 18 AWG Brass Tin Plated Contacts | 02H0452 0.07 
Socket - Crimp 

@ 35748-0110 | 20 AWG to 22 AWG | Phosphor Bronze | Tin Plated Contacts | 56H7307 0.08 
@ 35746-0110 | 20 AWG to 22 AWG | Phosphor Bronze | Tin Plated Contacts | 56H7302 0.12 
@ 35746-0210 | 14 AWG to 18AWG | Phosphor Bronze | Tin Plated Contacts | 56H7303 0.08 
@ 35748-0210 | 14 AWG to 18AWG | Phosphor Bronze | Tin Plated Contacts | 56H7308 0.05 
PIM_5500816 


KK® SYSTEM 0.100” (2.54) CENTER CRIMP 
TERMINALS 


Standard terminals feature patented 

double cantilever design provides 

high contact pressure. High pressure 

terminals feature patented triple 4 
cantilever with box shroud ideal for high <A 
vibration applications. 2759, 4809 and 

7879 Series brass material or 6459 


RoHS _ 
Compliant 
Available 


6373 Series 


4030 Series 


© Voltage: 250 V 

© Current: 4.0A 

© Contact Resistance: 20 mO 

© Dielectric Withstanding: 1500 V 
4030 series straight square pin flat headers are stackable end-to-end and side-to-side. 6373 series straight or 
7478 series right angle square pin friction lock header with ramp. All mate with 2695 series 0.100” KK® crimp 
terminal housings. Individual pieces available; go online or call. UL recognized, CSA certified. 


7478 Series 


@ Insulation Resistance: 50,000 MO Min. 
© Contact: Brass, 0.64mm (0.25”) Square, Tin- and 
Gold-Plating 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-9 

Header, Through Hole, Right-Angle Square Pin, Tin Plated Contacts 

@ 22-05-3021 2 2.54mm 1 55H9580 0.20 
@ 22-05-3031 3 2.54mm 1 55H9581 0.28 
@ 22-05-3041 4 2.54mm 1 2701932 0.39 
@ 22-05-3051 5 2.54mm 1 55H9583 0.24 
@ 22-05-3061 6 2.54mm 1 55H9584 0.48 
@ 22-05-3071 7 2.54mm 1 55H9585 0.15 
@ 22-05-3081 8 2.54mm 1 55H9588 0.52 
@ 22-05-2091 9 2.54mm 1 55H9558 = 

@ 22-05-3101 10 2.54mm 1 3809159 1.61 
@ 22-05-3121 12 2.54mm 1 55H9593 = 


Header, Through Hole, Right-Angle with Friction-Lock Square Pin, Gold Plated Contacts 


Series phosphor bronze material available in tin or gold plating. Contacts accept 22 through 30 AWG wire. 
0.062" insulation diameter. Use 2759 and 6459 Series contacts with 2695, 5051, and 6745 Series KK crimp @ 22-12-2024 2 2.54mm 1 55H9899 0.48 
housings; use 7879 Series contacts with 7880 Series KK crimp housings ;order separately. @ 22-12-2034 3 2.54mm 1 55H9901 0.29 
Tape & @ 22-12-2044 4 2.54mm 1 55H9905 0.35 
Contact Contact | Reel = @ 22-12-2054 5 2.54mm 1 55H9909 1.36 
Mfg. PartNo. | Wire Size, AWG Material Plating Stock No. | 1-9999+ @ 22-12-2074 7 254mm 1 8107395 2414 
Pin - Crimp, EA @ 22-12-2084 8 2.54mm 1 55H9915 0.97 
@ 08-52-0123 | 22 AWG to 30 AWG | Phosphor Bronze | Tin Plated Contacts | 54H5427 0.24 © 22-12-2104 10 254mm 1 55H9919 277 
Socket - Crimp, EA @ 22-12-2164 16 2.54mm 1 63M5032 OW 
© 08-65-0814 | 22 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 54H5536 = Header, Through Hole, Right-Angle with Friction-Lock Square Pin, Tin Plated Contacts 
@ 08-56-0110 | 22 AWG to 30 AWG Brass Gold Plated Contacts | 88H3600 0.34 © 22-05-7058 5 254mm 1 55H9619 0.86 
Socket - Crimp, EA, Cat Ear, Hot Tin Dip : 
@ 08-50-0032 | 22 AWG to 30 AWG Brass Tin Plated Contacts | 9501486 0.08 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


PC BOARD HEADERS & SOCKETS 


KK® SYSTEM 0.100” (2.54) CENTER HEADERS (CONT.) KK® SYSTEM 0.100” (2.54) CENTER BREAKAWAY HEADERS (CONT.) 
No. of Price Each No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ Mfg. Part No. Contacts Pitch Rows Stock No. 1-499+ 
Header, Through Hole, Straight, Gold Plated Contacts Header - Through Hole - Vertical, Gold Plating, 6.09 mm Mating Pin Length 
@ 22-10-2021 2 2.54mm 1 55H9683 0.21 @ 22-28-4063 6 2.54mm 1 56H1986 0.25 
@ 22-10-2031 3 2.54mm 1 55H9687 0.65 @ 22-28-4103 10 2.54mm 1 56H2018 1.00 
@ 22-10-2061 6 2.54mm 1 71H2020 1.46 @ 22-28-4363 36 2.54mm 1 56H2245 1.96 
Header, Through Hole, Straight Square Pin, Tin Plated Contacts Header - Through Hole - Vertical, Gold Plating, 7.49 mm Mating Pin Length 
@ 22-03-2021 2 2.54mm 1 55H9215 0.13 @ 22-28-4035 3 2.54mm 1 56H1964 0.13 
@ 22-03-2031 3 2.54mm 1 26H0648 0.36 Header - Through Hole - Vertical, Gold Plating, 8.13 mm Mating Pin Length 
@ 22-03-2041 4 2.54mm 1 55H9222 — @ 22-28-4064 6 2.54mm 1 56H1987 0.39 
@ 22-03-2051 5 2.54mm 1 55H9225 0.22 @ 22-28-4364 36 2.54mm 1 56H2246 2.65 
@ 22-03-2061 6 2.54mm 1 55H9231 0.30 Header - Through Hole - Vertical, Tin Plating, 6.09 mm Mating Pin Length 
@ 22-03-2081 8 2.54mm 1 55H9238 0.14 @ 22-28-4020 2 2.54mm 1 9104627 0.07 
Header, Through Hole, Straight with Friction-Lock, Gold Plated Contacts @ 22-28-4030 3 2.54mm 1 56H1960 0.09 
@ 22-11-2022 2 2.54mm 1 55H9825 0.24 @ 22-28-4060 6 2.54mm 1 9404038 0.22 
@ 22-29-2021 2 2.54mm 1 9104367 - @ 22-28-4080 8 2.54mm 1 56H2000 0.29 
@ 22-11-2032 3 2.54mm 1 81C8218 0.71 @ 22-28-4360 36 2.54mm 1 56H2242 0.95 
@ 22-29-2031 3 2.54mm 1 23H0040 0.50 Header - Through Hole - Vertical, Tin Plating, 7.49 mm Mating Pin Length 
@ 22-11-2042 4 2.54mm 1 3809163 0.23 @ 22-28-4022 2 2.54mm 1 9404035 = 
@ 22-11-2052 5 2.54mm 1 55H9833 0.63 @ 22-28-4032 3 2.54mm 1 56H1962 0.06 
@ 22-11-2062 6 2.54mm 1 3809164 0.70 Header - Through Hole - Vertical, Tin Plating, 8.13 mm Mating Pin Length 
@ 22-11-2072 7 2.54mm 1 55H9837 -— @ 22-28-4361 36 2.54mm 1 56H2243 0.67 
@ 22-11-2082 8 2.54mm 1 55H9839 0.93 PIM_16727 
@ 22-11-2092 9 2.54mm 1 55H9841 es 
wee e202 10 Call L SEIS 1.90 SPRING-LOADED CONTACTS AND MATING TARGET MMILLMMAX 
@ 22-11-2112 11 2.54mm 1 55H9846 = CONNECTORS gs ° 
@ 22-11-2122 12 2.54mm 1 81C8221 Aso) 
@ 22-11-2142 14 2.54mm 1 03H3058 ee 
Header, Through Hole, Straight with Friction-Lock, Tin Plated Contacts 
@ 22-27-2021 2 2.54mm 1 7401122 0.15 
@ 22-27-2031 3 2.54mm 1 1376895 0.23 
@ 22-27-2041 4 2.54mm 1 56H0718 0.25 
@ 22-27-2051 5 2.54mm 1 9405654 0.33 
@ 22-27-2061 6 2.54mm 1 56H0719 0.34 
@ 22-27-2071 7 2.54mm 1 56H0720 = 
@ 22-27-2101 10 2.54mm 1 02H6187 0.53 ; ; 
Header, Through Hole, Straight with Friction-Lock Square Pin, Tin Plated Contacts he ro Las mee 
—— oe 000 e..,TKRaS CC @ Modular contacts for use on .100" grid, supplied in processes 
@ 22-23-2021 2 2.54mm 1 2503832 0.10 triple row contact strips © 804 series contact strips are designed for manual 
@ 22-23-2031 3 2.54mm 1 3000862 0.32 © Precision-machined piston / base and gold -plated placement into @ .030+.003"plated through-holes 
@ 22-23-2041 4 254mm 1 3800355 0.36 components assure a 1,000,000 cycle life durability in the circuit board prior to hand, wave or reflow 
© Spring pins have a .045’mid. stroke and a soldering 
@ 22-23-2051 5 2.54mm 1 389178 0.43 .090"max. stroke ® 805 series Target Connectors provide an excellent 
@ 22-23-2061 6 2.54mm 1 2701933 0.26 © Low resistance, high current contacts are rated at gold-plated conduc ive mating surface for spring 
a d aun i SME 5346 05 seves gh temperate temmeplasic concave tae fo making coniact wih our Sanda 
@ 22-23-2081 8 2.54mm 1 0107592 0.35 insulators are suitable for wave and reflow .042"dia. spring pin plungers 
@ 22-23-2091 9 2.54mm 1 56H0450 0.78 No. of Price Each 
@ 22-23-2101 10 2.54mm 1 94C0765 = Mfg. Part No. Contacts Pitch Rows Stock No. 1-94 
@ 22-23-2121 12 2.54mm 1 56H0456 0.29 Header - Through Hole - Spring-loaded Contacts — Fig 1. 
PIM_8516 804-22-009-10-004101 9 2.54mm 3 05AC7490 7.22 
— OS — ae 804-22-012-10-004101 12 2.54mm 3 05AC7491 10.84 
KK® SYSTEM 0.100” (2.54) CENTER BREAKAWAY ° 804-22-015-10-004101 18 2.54mm 3 05AC7492 11.64 
HEADERS m Oo I ex 804-22-018-10-004101 18 2.54mm 3 05AC7493 3.03 
© Phosphor Bronze 0.025” Square Pins RoHS _ 804-22-021-10-004101 21 2.54mm 3 05AC7494 16.31 
i ad rns COs 804-22-024-10-004101 2A 254mm 3 05ac7495 | 18.30 
© Current: 4A AL a) 804-22-030-10-004101 30 2.54mm 3 05AC7496 21.12 
© Contact Resistance: 20 mQ max. Header - Through Hole - Target Connectors — Fig 2. 
ceed mount : eh op ' ene aed he 805-10-009-00-006000 9 2.54mm 3 05AC7497 0.71 
cainusine Deke i Eeanen e: 805-10-012-00-006000 12 2.54mm 3 05AC7498 4.23 
1500V. Insulation resistance: 50,000MO min. 805-10-015-00-006000 16 2.54mm 3 05AC7499 4.63 
a range: 0° : a Mate with ates 805-10-018-00-006000 18 2.54mm 3 05AC7500 5.08 
Peel cone Greta 805-10-021-00-006000 2 254mm 3 O5AC7501_| 3.27 
5 805-10-024-00-006000 24 2.54mm 3 05AC7502 8.49 
No of esoneean 805-10-030-00-006000 30 254mm 3 05AC7503 9.42 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-499+ - 
Header - Through Hole - Right Angle, Gold Plating, 6.20 mm Mating Pin Length PIM_S722565 
@ 22-28-8362 36 2.54mm 1 56H3123 1.36 
Header - Through Hole - Right Angle, Gold Plating, 8.23 mm Mating Pin Length TARGET CONNECTORS, MATES FOR SPRING-LOADED 
@ 22-28-8363 36 2.54mm 1 50H8207 = CONNECTORS MILEMAX: 
Header - Through Hole - Right Angle, Tin Plating, 6.20 mm Mating Pin Length Combining target connectors with spring-loaded 
0 2278800 Z| sion | mon sone toate canbe a sl 
@ 22-28-8050 5 2.54mm 1 56H2978 0.13 between stacked boards or docking stations and 
@ 22-28-8360 36 2.54mm 1 56H3121 115 devices. These new connectors are ideally suited for 
Header - Through Hole - Vertical, Gold Plating, 6.09 mm Mating Pin Length x Le plications where multiple, connections 
@ 22-28-4023 2 2.54mm 1 92C2171 0.10 
@ 22-28-4033 3 2.54mm 1 87K0730 = 
@ 22-28-4036 3 2.54mm 1 56H1965 0.22 
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CONNECTORS & ACCESSORIES 
PC BOARD HEADERS & SOCKETS 


TARGET CONNECTORS, MATES FOR SPRING-LOADED CONNECTORS 0.156” (3.96) KK® CRIMP TERMINALS (CONT.) 
(CONT.) © Voltage: 250 V max. 
S © Current: Brass 5.0 A max. Phosphor Bronze 7.0 © Contact Resistance Series 6838-7258: 6 mO max. 
No. of | Price Each Amax. @ Dielectric Withstanding Voltage: 1500 V 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ © Contact Resistance Series 2478-2578: 20 mO @ Insulation Resistance: 50,000 MO min. 
Header - Surface Mount - Target Connector Patented double cantilever design. Phosphor bronze or brass, in tin or gold plating. Use with 2139 and 41695 
319-10-102-30-054000 2 254mm 4 413AC7972 0.96 series 0.156” (3.96) KK® series crimp terminal housings; go online or call. 
319-10-103-30-054000 3 2.54mm 1 13AC7973 1.00 Tape & 
319-10-104-30-054000 4 2.54mm 1 13AC7974 14.54 oo Contact Contact |__Reel__ 
319-10-105-30-054000 5 254mm 71 13AC7975 17.10 apa a Size, AWG Material Plating Stock No. | 1-13999+ 
ocket - Crimp, 
= Se - -—— eee + © 08-50-0108 | 22 AWG to 26 AWG Brass Tin Pated Contacts [ 96¢2104 [0.20 
319-10-108-30-054000 8 254mm 7 13AC7978 147 @ 08-52-0072 | 18 AWG to 24 AWG | Phosphor Bronze a Plated Contacts | 72K1671 0.08 
319-10-110-30-054000 10 254mm 1 13AC7979 16.59 e ue 18 AWG to 24 AWG : Brass Tin Plated Contacts | 72K1670 0.16 
419-10-204-30-054000 4 2.54mm 2 13AC7980 0.97 Socket - Crimp, EA, 0.38um Selective Gold 
719-10-206-30-054000 6 254mm 5) 73AC7981 14.74 e Dera Oe 18 AWG to 24 AWG : Brass Gold Plated Contacts | 54H5447 0.27 
419-10-208-30-054000 8 254mm 2 43AC7982 | 16.40 ReOOret = itis Er OS than Selective Goad 
419-10-210-30-054000 10 254mm 2 73AC7983 245 @ 08-56-0108 | 22 AWG to 26 AWG Brass Gold Plated Contacts | 54H5463 = 
419-10-212-30-054000 12 254mm 7) 13AC7984 2.69 @ 08-56-01 wd 18 AWG to 24 AWG : Brass : Gold Plated Contacts | 54H5461 1.25 
419-10-214-30-054000 14 264mm 2 73AC7985 7or8 Socket - Crimp, EA, 0.76ym Selective Gold, Trifurcon™ 
419-10-216-30-054000 16 264mm 2 13AC7986 5101 Socket Crimi ER Bitoated™ Phosphor Bronze | Gold Plated Contacts | 54H5528 0.43 
Meo zee soo Aooe = scl Z SACI i © 08-50-0116 | 18AWG to 20 AWG Brass Tin Plated Contacts | 54H5368 = 
nee Socket - Crimp, EA, Trifurcon™ 
@ 08-50-0185 | 22 AWG to 26 AWG Brass Tin Plated Contacts | 54H5381 0.19 
0.156” (3.96) CENTER KK® SOLID HEADERS m olex @ 08-52-0113 | 18AWG to 20 AWG | Phosphor Bronze | Tin Plated Contacts | 54H5426 | 0.09 
@ 08-58-0189 | 18 AWG to 20 AWG | Phosphor Bronze | Gold Plated Contacts | 9705045 1.01 
Geasinpia Socket - Crimp, TC 
Avaliable @ 08-50-0107 | 22 AWG to 26 AWG Brass Tin Plated Contacts | 7406796 0.06 
Socket - Crimp, TC, 0.38,1m Selective Gold 
7, 7 ; — @ 08-55-0103 | 18 AWG to 24 AWG Brass Gold Plated Contacts | 01E9145 = 
7, 4 / fi 7] Socket - Crimp, TC, 0.76,1m Selective Gold, Trifurcon™ 
@ 08-58-0110 | 18 AWG to 20 AWG | Phosphor Bronze | Gold Plated Contacts | 54H5497 0.41 
Vertical Right-Angle 
© End-to-End Stackable © Contact Resistance: 6 mO max. For Use | Price Each 
® Voltage: 250 V © Insulation Resistance: 50K MO min. Mfg. Part No. Description With Stock No. ihe 
© Current: 7.0A W-HT-1919-P Crimp Too KK Series Terminals 31F1048 14.85 
Passive locking maintains interconnection, ideal for high vibration applications. Left-to-right polarization when 11-03-0016 Extraction Tool KK Series Crimp Terminals 91B1215 21.24 


mated with type 41695 0.156” crimp housing with polarizing ribs; order separately online or call. Housing: 


polyester, rated UL 94V-0. Contact pins: brass, 0.045” (1.14). Dielectric withstanding voltage: 1500 V. Operating PIM_8408 
temperature: 0 to +75°C. 
No. of [Price Each = PRE-CRIMPED WIRE LEADS ° 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ ; - ; mM (@) | ex 
Header, Through Hole, 41791 Series, Vertical with Friction-Lock, Tin Plated Contacts Pre-crimped interconnecting leads 
: 9) u 4 i with crimped socket to socket, socket pons . 
© 26-60-4020 2 3.96mm 1 56H5828 0.18 to board-in and socket to free end pial 
@ 26-60-4030 3 3.96mm 4 56H5832 0.20 termination. Available in 150mm and 
= 300mm lengths. 
@ 26-60-4040 4 3.96mm 1 56H5836 0.26 
@ 26-60-4050 5 3.96mm 1 07H7418 0.34 
@ 26-60-4060 6 3.96mm 1 17H0966 0.38 
@ 26-60-4070 7 3.96mm 1 56H5845 0.51 
@ 26-60-4080 8 3.96mm 1 56H5848 0.49 
@ 26-60-4090 9 3.96mm 1 56H5851 0.34 
@ 26-60-4100 10 3.96mm 1 56H5855 0.72 = 
Price per 
@ 26-60-4120 12 3.96mm 1 56H5858 0.44 Cab Pkg 
able a 
@ 26-60-4140 14 3.96mm 1 01E9925 1.45 Mfg. Part No. Connector A Connector B Length |Color|StockNo.| —_1-9+ 
Header, Through Hole, 41792 Series, Right-Angle with Friction-Lock, Gold Plated Contacts @ 06-66-0015] PicoBlade Crimp Free End 11.8” | Red | 93K4877 a 
@ 26-61-5120 12 3.96mm 1 56H6158 7.92 Terminal 
Header, Through Hole, 41792 Series, Right-Angle with Friction-Lock, Tin Plated Contacts ©@ 06-66-0012 | PicoBlade Crimp | PicoBlade Crimp Terminal} 5.9" | Red | 93K4875 _ 
© 26-60-5020 2 3.96mm 1 56H5866 0.40 ermine : : 
© 26-60-5030 3 396mm 1 56H5869 0.47 @ 06-66-0013 es Crimp | PicoBlade Crimp Terminal} 11.8" | Red | 93K4876 — 
@ 26-60-5040 4 3.96mm 1 56H5872 es PIM_113751 
@ 26-60-5050 5 3.96mm 1 56H5875 aay 
@ 26-60-5060 6 3.96mm 4 56H5877 i 
: Sr ee oa 0.156” (3.96) CENTER KK® CRIMP TERMINAL ° 
Header, Through Hole, 41792 Series, Vertical with Friction-Lock, Gold Plated Contacts mM @) ex 
HOUSINGS KK156 
@ 26-61-4020 2 3.96mm 1 3809333 0.32 _—_ Rolls 
@ 26-61-4030 3 3.96mm 1 37B1910 lS i Geasinpian 
wailable 
@ 26-61-4060 6 3.96mm 1 94B4285 2.04 © 
© 26-61-4120 12 3.96mm 1 56H6132 4.65 A G 
Header, Through Hole, 42491 Series, Vertical with Friction-Lock, Tin Plated Contacts Wie * pada Rib 
© 26-64-4020 2 3.96mm 1 56H6358 0.19 With Locking Ramp eo ponhannccersr a 
@ 26-64-4030 3 3.96mm 1 73K0507 eee, Without Locking Ramp 
PIM_69845 © Voltage: 250V AC max. min.; 41695 Series 500K Megohms min. 
TTT SL L— © Current: Phosphor Bronze 7.0A max.; Brass @ Housing: 2139 Series Nylon, UL 94V-2; 41695 
5.0A max. Series Polyester, UL 94V-0 


0.156” (3.96) KK® CRIMP TERMINALS | ® © Dielectric Withstanding Voltage: 1500V AC © Operating Temperature: 0°C to +75°C. 
mM (@) ex @ Insulation Resistance: 2139 Series 50K Megohms 
RoHS KK® interconnection system PC board connectors. Locking ramp and polarizing rib features available. Insulation 
Geatinpian Resistance: 2139 Series 50K Megohms min.; 41695 Series 500K Megohms min. Housing: 2139 Series Nylon, 
Available UL 94V-2; 41695 Series Polyester, UL 94V-0 . Accepts 2478 and 2578 series cantilever crimp terminals, order 
separately. Mates with 0.156” (3.96) center headers and 0.045"(1.14) staked pins in the board, order separately. 
UL recognized, CSA certified. Order polarizing accessories and type KK-156 crimp terminal kit separately 
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PC BOARD HEADERS & SOCKETS 


0.156” (3.96) CENTER KK® CRIMP TERMINAL HOUSINGS KK156 (CONT.) 0.295” (7.50) PITCH SABRE™ CONNECTOR HOUSINGS (CONT.) 
ud No. of Price Each 
No. of Price Each Mfg. Part No. Positions Rows Stock No. 1-9+ 
Mfg. Part No. Positions Rows Stock No. 1-9+ Receptacle, UL 94V-0 
Receptacle, Nylon © 44441-2002 2 1 85C2729 0.90 
@ 09-50-7021 2 : gbcer76 0.13 © 44441-2003 3 1 57H1295 0.33 
So e708 | : l See = @ 44441-2004 4 1 06H1124 1.09 
@09 507057 d u Sage) 0.29 © 44441-2005 5 1 8903102 1.20 
@ 09-50-7061 6 1 18M7875 0.40 @ 44441-2006 6 1 57H1296 =e 
@ 09-50-7081 8 1 38C8781 — PIM_75610 
@ 09-50-7091 9 1 54H6876 — 
; ee - —— — Rectangular Power Contacts 
Receptacle, Nylon, Friction Ramp Contact Contact AWG AWG | Tape Cut _ 
© 09-50-3021 2 1 3808765 0.06 Mfg. _ No. Material Plating Min Max Stock No. 1-9+ 
© 09-50-3031 3 1 3808766 0.08 aul 
© 09-50-3041 4 1 54H6814 0.13 @ 431 cea Brass Tin Plated Contacts | 20AWG | 14 AWG 56H9886 0.17 
© 09-50-3051 5 1 388768 = Socket Crimp, 
© 09-50-3061 6 7 3808769 0.19 @ 43375-1001 Brass Tin Plated Contacts | 18AWG | 14 AWG 57H0130 0.11 
© 09-50-3071 7 1 18M7873 0.50 ieaeaiie 
@ 09-50-3081 8 1 54H6822 0.25 
@ 09-50-3091 9 1 7706154 0.65 Pin & Socket Contacts 
@ 09-50-3101 10 1 54H6825 0.19 Contact Contact Tape Cut 
@ 09-50-3121 12 1 54H6828 0.11 Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
Receptacle, Polyester, Friction Ramp Pin - Crimp 
@ 09-50-8021 2 1 54H6895 0.11 @ 43178-1002 18 AWG to 18 AWG Brass Tin Plated Contacts 28H9357 0.05 
@ 09-50-8031 3 1 54H6898 0.10 PIM_5511496 
@ 09-50-8051 5 1 8809610 0.19 
© 09-50-8061 6 1 5416906 0.22 —_2.50mm (0.098”) PITCH WIRE-TO- Bait 9 
© 09-50-8071 7 1 3808793 0.60 BOARD CONNECTORS ‘ane MUltiComp 
@ 09-50-8121 12 1 18M7877 0.87 
Receptacle, Polyester, Friction Ramp, Polarized 
@ 09-50-8023 2 1 54H6896 0.26 
@ 09-50-8033 3 1 01E9140 0.27 
© 09-50-8043 4 1 38C8789 0.09 
@ 09-50-8053 5 1 54H6904 = caing Foust 
@ 09-50-8063 6 1 54H6907 0.24 
@ 09-50-8073 7 1 90B7962 0.14 
@ 09-50-8083 8 1 38C8795 = 
© 09-50-8093 9 1 3808797 — Vertical Header Right Angle Header 
For Use Price Each e Insulator: Nylon 66, UL94V-0 e Contact Resistance: 20m ohm. max. ; 
Mi. PartNo | type wi eri rtm ela roi rroea eee een 
@ 15-04-0219 | Polarising Key | 0.156" Center KK Series Crimp Terminal Housings | 54H9932 0.07 © Current Rating: 3.0A AC/DC © Operating Temperature Range: -40°C to +85°C 
PIM_8404 © Voltage Rating: 250V AC/DC. 
No. of Price Each 
Wire-to-Board Mfg. Part No. Contacts Pitch Rows Stock No. 1-249+ 
aa BATSESCh Header, Through Hole, Right Angle 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-9+ aie 8 Zomm : BUREN — 
Receptacle, Through Hole Header, Through Hole, Vertical 
© 09-52-4044 4 3.96mm 1 54H7078 0.30 ; ares . = : ae i 
— ee 6 3.96mm 1 9207818 0.59 @Nc34609 7 25mm 1 87P0346 ae 
- @ MC34383 5 2.5mm 1 87P0347 0.12 
Receptacle, Crimp, Housin 
0.295” (7.50) PITCH SABRE™ CONNECTOR HOUSINGS m olex e are . . 25mm 1 87P0352 0.59 
@ MC34475 6 2.5mm 1 87P0356 0.08 


RoHS 
Gee tinoian PIM_147246 
Available 
» a ~ AW € Pin & Socket Contacts 


Plug Housing Plug Housing Fig. 2 7 ‘ m Contact Contact ubnicsleachy 
Receptacle Housing Mfg. Part No. | Wire Size, AWG Material Plating Stock No. | 1-249+ 
@ Patented new integral Terminal Position Assurance @ Positive latch reduces accidental disengagement Socket - Crimp 
(TPA) on mated male and female terminal virtually from receptacle % 
eliminates terminal backout @ 44441 Series mates with 43680 Series Plugs or © 2318TF 22, AWG to 28 AWG | Phosphor Bronze | Tin Plated Contacts | _87P0360 0.01 


© Polarized housing provides proper mating 43160 Series headers PIM_5511454 
@ Terminals are fully isolated in housing 

Voltage: 600V. Current: 18A. Insulation resistance: 1000 mOhms min. Housing: nylon, UL94V-0. Operating 

temperature: -40°C to +75°C. 44441 series for use with type 43375 terminal order separately; go online or 2.54mm (0.100”) PITCH WIRE-TO- Gepeinpiat 


@ 
call. 43680 series plug housings for use with type 43178 terminals order separately; go online or call. UL BOARD CONNECTORS Available multicomp 
recognized, CSA certified. 


No. of Price Each 
Mfg. Part No. Positions Rows Stock No. 1-9+ 
Plug 
@ 43680-2002 2 1 57H0557 0.65 Crimp Housing Crimp Contact 
@ 43680-2003 3 ‘l 57H0558 0.78 
~ 5 1 57H0560 ly 
Sees OBE Vertical Header Right Angle Header 
@ 43680-2006 6 1 57H0561 0.84 
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2.54mm (0.100”) PITCH WIRE-TO-BOARD CONNECTORS (CONT.) 


Insulator: Nylon 66, UL94V-0 


© Contact Resistance: 20m ohm. max. 


@ Crimp Contacts: Tin plated copper alloy @ Insulation Resistance: 1000M ohm. min. 
@ Header Contacts: Tin plated brass @ Withstanding Voltage: 1000 VAC for one minute 
© Current Rating: 3.0AAC/DC © Operating Temperature Range: -25°C to +105°C 
@ Voltage Rating: 250V AC/DC. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-249+ 
Header, Through Hole 
@ MC34629 2 2.54mm 1 46P5349 0.04 
@ MC34641 2 2.54mm 1 46P5357 0.06 
@ MC34631 3 2.54mm 1 46P5350 0.02 
@ MC34643 3 2.54mm 1 46P5358 0.08 
@ MC34633 4 2.54mm 1 46P5351 0.03 
@ MC34645 4 2.54mm 1 46P5359 0.11 
@ MC34655 5 2.54mm 1 46P5352 0.11 
@ MC34647 5 2.54mm 1 46P5360 0.13 
@ MC34635 6 2.54mm 1 46P5353 0.03 
@ MC34649 6 2.54mm 1 46P5361 0.16 
@ MC34637 8 2.54mm 1 46P5354 0.03 
@ MC34639 10 2.54mm 1 46P5355 0.04 
Receptacle, Crimp 
@ MC34481 2 2.54mm 1 46P5341 0.04 
@ MC34485 4 2.54mm 1 46P5343 0.07 
@ MC34503 5 2.54mm 1 46P5344 0.10 
@ MC34487 6 2.54mm 1 46P5345 0.03 
@ MC34489 8 2.54mm 1 46P5346 0.15 
@ MC34491 10 2.54mm 1 46P5347 0.24 
PIM_140934 
Pin & Socket Connector Housings 
No. of Price Each 
Mfg. Part No. Positions Stock No. 1-249+ 
Receptacle 
@ MC34483 3 46P5342 0.06 
PIM_5511452 
Pin & Socket Contacts 
Contact Contact Price Each 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-249+ 
Pin - Crimp 
@ 2218T 22 AWG to 26 AWG Brass Tin Plated Contacts 46P5397 0.03 
PIM_5511451 
2.54mm (0.100”) PITCH SINGLE ROW HEADERS multicomp 


Vertical Header 


Specifications: 


RoHS _ 
Compliant 
Available 


\ 


Right Angle Header 


@ Insulator: High Temp Plastic (Nylon 6T UL94V-0) 


© Current Rating: 3.0AAC/DC © Contacts: Gold plated Copper Alloy 
@ Voltage Rating: 250V AC/DC. Applications: 
© Contact Resistance: 20m ohm. max. @ Home Appliances 
@ Insulation Resistance: 1000M ohm. min. @ Aviation Electronics 
@ Withstanding Voltage: 600V AC for one minute @ Automobile Electronics 
© Operating Temperature Range: -40°C to +105°C © Computer(PC) Peripherals 
No. of Price Each 

Mfg. Part No. Contacts Pitch Rows Stock No. 1-249+ 
Header - Through Hole - Right Angle 
@ MC34745 2 2.54mm 1 08N6731 0.05 
@ MC34747 3 2.54mm 1 08N6732 0.07 
@ MC34749 4 2.54mm 1 08N6733 0.09 
@ 2211S-05G 5 2.54mm 1 08N6747 0.02 
@ MC34751 6 2.54mm 1 08N6735 0.13 
@ MC34753 8 2.54mm 1 08N6736 0.03 
@ MC34755 10 2.54mm 1 08N6737 0.21 
@ MC34757 12 2.54mm 1 08N6738 0.25 
@ MC34763 20 2.54mm 1 08N6741 0.39 
@ MC34765 24 2.54mm 1 08N6743 ee 
Header - Through Hole - Vertical 
@ 2211S-02G 2 2.54mm 1 08N6744 0.01 
@ 2211S-03G 3 2.54mm 1 08N6745 0.04 
@ 2211S-04G 4 2.54mm 1 08N6746 0.05 
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2.54mm (0.100”) PITCH SINGLE ROW HEADERS (CONT.) 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-249+ _ 

Header - Through Hole - Vertical 

@ 2211R-05G 5 2.54mm 1 08N6734 0.11 

@ 2211S-06G 6 2.54mm 1 08N6748 0.03 

@ 22118-08G 8 2.54mm 1 08N6749 0.114 

@ 2211S-10G 10 2.54mm 1 08N6750 0.13 

@ MC34733 12 2.54mm 1 08N6751 0.05 

@ MC34735 14 2.54mm 1 08N6752 0.03 

@ MC34737 18 2.54mm 1 08N6753 0.23 

@ MC34739 20 2.54mm 1 08N6754 0.25 

@ MC34743 24 2.54mm 1 08N6756 0.31 
PIM_119561 
2.54mm (0.100”) PITCH DOUBLE ROW HEADERS multicomp 


i 


Vertical Header 
Specifications: 


RoHS — 
Compliant 
Available 


Right Angle Header 
@ Insulator: High Temp Plastic (Nylon 6T UL94V-0) 


© Current Rating: 3.0AAC/DC © Contacts: Gold plated Copper Alloy 
© Voltage Rating: 250V AC/DC. Applications: 
© Contact Resistance: 20m ohm. max. © Home Appliances 
®@ Insulation Resistance: 1000M ohm. min. ® Aviation Electronics 
@ Withstanding Voltage: 600V AC for one minute © Automobile Electronics 
© Operating Temperature Range: -40°C to +105°C © Computer(PC) Peripherals 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-249+ 
Header - Through Hole - Right Angle 
@ MC34767 8 2.54mm 2 08N6782 0.02 
@ MC34769 10 2.54mm 2 08N6783 0.25 
@ MC34771 12 2.54mm 2 08N6784 0.30 
@ MC34773 16 2.54mm 2 08N6785 = 
@ MC34775 20 2.54mm 2 08N6786 0.50 
@ 2213R-24G 24 2.54mm 2 08N6788 0.59 
Header - Through Hole - Vertical 
@ 2213S-06G 6 2.54mm 2 08N6789 0.08 
@ 2213S-08G 8 2.54mm 2 08N6790 0.10 
@ 2213S-10G 10 2.54mm 2 08N6791 0.13 
@ 2213S-12G 12 2.54mm 2 08N6792 0.05 
@ 2213S-16G 16 2.54mm 2 08N6793 0.21 
@ 2213S-20G 20 2.54mm 2 08N6794 0.25 
@ 2213S-24G 24 2.54mm 2 08N6796 0.30 
PIM_119562 
2.54mm (0.100”) PITCH SINGLE AND DOUBLE @ 
ROW RECEPTACLES multicomp 


Single Row Receptacle 
Specifications: 


RoHS _ 
Compliant 
Available 


o 
Double Row Receptacle 


@ Insulator: PBT (UL94V-0) 


© Current Rating: 3.0AAC/DC © Contacts: Gold plated Phosphor Bronze 
® Voltage Rating: 250V AC/DC Applications: 
© Contact Resistance: 20m ohm. max. @ Home Appliances 
® Insulation Resistance: 1000M ohm. min. © Aviation Electronics 
© Withstanding Voltage: 600V AC for one minute © Automobile Electronics 
© Operating Temperature Range: -40°C to +105°C. © Computer(PC) Peripherals 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-249+ 
Receptacle - Through Hole 
@ 2212S-02SG-85 2 2.54mm 1 08N6768 0.15 
@ 2212S-03SG-85 3 2.54mm 1 08N6769 0.25 
@ 2212S-04SG-85 4 2.54mm 1 08N6770 0.25 
@ 2212S-05SG-85 5 2.54mm 1 08N6771 0.32 
@ 2212S-06SG-85 6 2.54mm 1 08N6772 0.30 
@ 2212S-08SG-85 8 2.54mm 1 08N6773 0.40 
@ 2212S-10SG-85 10 2.54mm 1 08N6774 0.50 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 
PC BOARD HEADERS & SOCKETS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


2.54mm (0.100”) PITCH SINGLE AND DOUBLE ROW RECEPTACLES (CONT.) 0.80mm (0.032”) CLE SERIES PC BOARD _ Sl ears 
No.of [Priceeach, © RECEPTACLES Samlec 
Mfg. Part No. Contacts Pitch Rows Stock No. 41-249+ Features: RoHS 
@ Tiger beam contact Gee tinpian 
Receptacle - Through Hole © Ideal for pass-through applications Available 
@ 2212S-12SG-85 12 2.54mm 1 08N6775 0.55 @ Surface mount A \} 
© 22128-14SG-85 14 254mm 1 08N6776 0.18 M ne bam FTE and AW series c us 
pecifications: 
@ 22128-20SG-85 20 2.54mm 1 08N6778 0.90 © Current Rating: 0.75 A S 
@ 2212S-24SG-85 24 2.54mm 1 08N6780 0.18 © Pitch Spacing: 0.80 mm 
@ 2214S-06SG-85 2.54mm 2 08N6805 0.08 @ Insulator Material: Black liquid crystal polymer ® Insertion Force: 2.00z (0.56N) 
® Contact: Gold plated Beryllium Copper © Withdrawal Force: 1.20z (0.33N) 
© 22148-08SG-85 2.54mm 2 O8N6806 0:50 © Temperature Range: -55°C to +125°C ® Max Cycles: 100 with 10” Gold 
@ 2214S-10SG-85 10 2.54mm 2 08N6807 0.12 © Contact Resistance: 15mO max 
@ 2214S-12SG-85 12 2.54mm 2 08N6808 0.11 No. of Price Each 
@ 2214S-16SG-85 16 2.54mm 2 08N6809 0.80 Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
PIM_119563 Receptacle - Surface Mount 
@ CLE-105-01-G-DV 10 0.8mm 2 11P3688 Bee) 
SINGLE-ROW STRAIGHT PC BOARD HEADERS C2) @ CLE-106-01-6.0V 2 Odom 2 MS 
multicomp @ CLE-108-01-G-DV 16 0.8mm 2 11P3691 = 
@ CLE-115-01-G-DV 30 0.8mm 2 11P3698 8.14 
Geena @ CLE-125-01-G-DV 50 0.8mm 2 11P3708 13.58 
Available @ CLE-130-01-G-DV 60 0.8mm 2 11P3713 14.97 
@ CLE-140-01-G-DV 80 0.8mm 2 11P3723 19.05 
PIM_136026 
2.00mm (0.079”) MMS SERIES PC BOARD = 
RECEPTACLES Samjec 
; . 96° © @ Insulator Material: Black liquid crystal polymer 
® Operating temperature: ~25°C to +85°C © Temperature Range: -55° to +125°C Gee tinoiat 
No. of | Price Each © Current Rating: 2A Available 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-249+ ° olen —. plated ‘eae a bronze A ~ \} 4 
© Contact Resistance: 10 mO max. 
Header - Through Hole - Gold Plated © Mates with: TMM, MMT, TW, TMIMH, MTMM, 
@ SPC20481 2 2.54mm 1 93K5734 0.14 LTMM, ZLTMM, TCMD series 
@ SPC20482 3 2.54mm 1 93K5735 0.06 
@ SPC20491 40 2mm 1 93K5744 2.63 Vertical Entry 
@ SPC20484 40 2.54mm 1 93K5737 2.19 No. of Price Each 
Header - Through Hole - Tin Plated Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
@ SPC20485 2 2.54mm 1 93K5738 0.14 Receptacle - Through Hole - Vertical 
@ SPC20486 3 2.54mm 1 93K5739 0.20 @ MMS-105-01-L-DV 10 2mm 2 41P5312 = 
@ SPC20488 5 2.54mm 1 93K5741 0.23 @ MMS-110-01-L-DV 20 2mm 2 11P5392 = 
@ SPC20489 10 2.54mm 1 93K5742 0.49 @ MMS-115-01-L-DV 30 2mm 2 11P5468 = 
@ SPC20490 40 2.54mm 1 93K5743 2.19 @ MMS-130-01-L-DV 60 2mm 2 11P5668 14.38 
PIM_4627 @ MMS-135-01-L-DV 70 2mm 2 11P5729 16.79 
PIM_136032 
DOUBLE-ROW STRAIGHT PC BOARD HEADERS @ 
multicomp 2.00mm (0.079”) SMM SERIES HIGH RELIABILITY —= — 
RECEPTACLES Samjec 
RoHS 
Sep Eirsan RoHS | 
a 
Single Row 
Dual Row 
© Operating temperature: -25°C to +85°C Features: © Current Rating: 3A @ 80°C 
i @ High reliabilty Tiger Eye contacts ® Contact Resistance: 10mO max 
No. of Price Each 
Hl , liiaia | @ Mates with: TMM, TMMH, MTMM, MMT, LTMM, @ Insertion Depth: (3.05mm) .120” to (3.25mm) .128” 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-249+ TW, TCMD series @ Insertion Force: 2.00z (0.56N) 
Header - Through Hole - Gold Plated Specifications: @ Withdrawal Force: 1.50z (0.42N) 
@ SPC20493 6 254mm 2 93K5746 0.40 @ Insulator Material: Black liquid crystal polymer © Operating Temperature: -55°C to +125°C 
© Contact: 30u” Gold plated Beryllium copper on @ Max Cycles: 100 
@ sPC20494 8 2.54mm 2 93K5747 0.04 contact area, matte tin on tail. 
@ SPC20495 10 2.54mm 2 93K5748 = - 
No. of Price Each 
@ SPC20497 40 2.54mm 2 saKorol) wets Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header - Through Hole - Tin Plated Receptacle - Surface Mount 
@ SPC20498 2 cull, a IEW 0.09 © SMM-108-02-5-S 6 amm 1 11P7139 431 
© SPC20500 6 254mm g CLGEE 0.40 @ SMM-110-02-5-S 10 2mm 1 11P7146 655 
@ SPC20502 10 2,54mim £ EOGres 0.12 @ SMM-112-02-5-S 12 2mm 1 11P7149 6.18 
@ SPC20503 20 2.54mm 2 93K5756 0.23 @ SMM-106-02-S-D 12 Omm 2 14P7138 7.06 
esha a a : EST oes @ SMM-108-02-5-D 16 2mm 2 11P7142 = 
PIM_4628 @ SMM-110-02-S-D 20 2mm 2 93K7469 11.56 
PIM_136050 
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2.00mm (0.079”) TMM SERIES 


\d RoHS 
HEADERS Wis Se ron 


Samii 


CONNECTORS & ACCESSORIES 


PC BOARD HEADERS & SOCKETS 


2.54mm (0.100”) BCS SERIES PC BOARD 
RECEPTACLES 


Single Row Through Hole 


Single Row Surface Mount 


Double Row Through Hole 


Double Row Surface Mount 


Top Entry 
Horizontal Entry 


Headers feature black liquid crystal polymer housing. Contacts: Phosphor bronze with 0.51pm (20u”) gold on 


contact area, gold flash on tail. Operating temperature range: -55°C to +105°C w/ tin, -55°C to +105°C w/ gold. 
Mates with: CLT, SQT, SQW, ESQT, TLE, SMM, MMS, TCSD, TLSD series. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header - Surface Mount 
@ TMM-103-01-G-S-SM 3 2mm 1 12P0644 1.08 
@ TMM-110-01-G-S-SM 10 2mm 1 12P0727 3.01 
@ TMM-104-01-G-D-SM 8 2mm 2 12P0654 Dos 
@ TMM-105-01-G-D-SM 10 2mm 2 12P0666 4.02 
@ TMM-106-01-G-D-SM 12 2mm 2 12P0678 3.09 
@ TMM-107-01-G-D-SM 14 2mm 2 12P0690 3.60 
Header - Through Hole 
@ TMM-102-01-G-S 2 2mm 1 12P0631 = 
@ TMM-108-01-G-S 8 2mm 1 12P0702 3.15 
@ TMM-110-01-G-S 10 2mm 1 12P0726 3.90 
@ TMM-104-01-G-D 8 2mm 2 12P0653 3.02 
@ TMM-106-01-G-D 12 2mm 2 12P0677 2.79 
@ TMM-115-01-G-D 30 2mm 2 12P0783 6.40 
PIM_136052 
2.00mm (0.079”) SQT SERIES PC BOARD Bain 
RECEPTACLES Available 


Single Row, Right Angle 


Double Row, Vertical Double Row, Right Angle 


Single Row, Vertical 


© Current Resistance: 10 mO max 
© Mates with: TMMH, TMM, MTMM, MMT, TW, 
LTMM, ZLTMM, ESQT, TCMD series 


Specifications: 

@ Insulator: Black liquid crystal polymer 

© Contact: Gold plated Phosphor Bronze 

© Operating Temperature Range: -55 °C to +125 °C 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 

Receptacle - Through Hole 
@ SQT-102-01-L-S-RA 2 2mm 1 41P7241 2.57 
@ SQT-104-01-L-S 4 2mm 1 11P7248 3.24 
@ SQT-105-01-L-S 5 2mm 1 41P7252 3.35 
@ SQT-106-01-L-S 6 2mm 1 11P7256 BTA 
@ SQT-110-01-L-S 10 2mm 1 41P7272 = 
@ SQT-110-01-L-S-RA 10 2mm 1 41P7273 = 
@ SQT-120-01-L-D 40 2mm 2 41P7309 12.01 
@ SQT-125-01-L-D 50 2mm 2 411P7329 14.99 

PIM_136033 

2.00mm (0.079”) SQW SERIES TIGER BUY fot 

RECEPTACLES Available 


The Tiger Buy tuning fork contact system features 
high mating and unmating retention in a cost 
effective system. Tiger Buy receptacles feature 
black liquid crystal polymer housing with gold plated 
phosphor bronze contacts. Voltage rating: 500 VAC 
mated with TMM or TMMH, Operating temperature 


range -55°C to +125°C, Contact resistance: 10 mO 

max, Rated 100 mating cycles. Mates with: TMMH, 

TMM, MTMM, MMT, TW, TSH, TCMD series. 

No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 

Receptacle - Through Hole 
@ SQW-104-01-L-D 8 2mm 2 11P7411 2.74 
@ SQW-106-01-L-D 12 2mm 2 11P7415 4.97 
@ SQW-110-01-L-D 20 2mm 2 11P7423 6.13 
@ SQW-120-01-L-D 40 2mm 2 11P7443 12.22 
@ SQW-130-01-L-D 60 2mm 2 11P7462 13.06 
@ SQW-140-01-L-D 80 2mm 2 41P7477 15.98 
@ SQW-150-01-L-D 100 2mm 2 11P7488 17.98 

PIM_136059 


1.800.463.9275 © newark.com 


@ Insulator Material: Black liquid crystal polymer 

© Current Rating: 3A @ 80°C (-TE mated with TSM); 
4A @ 80°C (-HE mated with TSW-D) 

@ Voltage Rating: -HE mated with TSW: 450 VAC; 


® Temperature Range: -55° to +125°C 

© Contact: Gold plated Phosphor bronze 

© Contact Resistance: 10 mO 

© Mates with: TSW, MTSW, TSS, ZSS, DW, EW, 


-TE mated with TSM: 475 VAC ZW, HW, TSM, MTLW series 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 

Receptacle - Through Hole - Horizontal Entry 

@ BCS-108-L-S-HE 8 2.54mm 1 11P3240 3.06 
@ BCS-110-L-S-HE 10 2.54mm 1 11P3252 3.19 
Receptacle - Through Hole - Top Entry 

@ BCS-104-L-S-TE 4 2.54mm 1 88K0996 3.20 
@ BCS-106-L-S-TE 6 2.54mm 1 11P3230 Saal 
@ BCS-108-L-S-TE 8 2.54mm 1 11P3242 2.96 
@ BCS-110-L-S-TE 10 2.54mm 1 11P3254 = 
@ BCS-112-L-S-TE 12 2.54mm 1 11P3265 5.16 
@ BCS-124-L-S-TE 24 2.54mm 1 11P3335 9.19 
@ BCS-130-L-S-TE 30 2.54mm 1 11P3369 8.19 
@ BCS-132-L-S-TE 32 2.54mm 1 11P3381 12.25 
@ BCS-140-L-S-TE 40 2.54mm 1 11P3428 10.91 
PIM_136022 
2.54mm (0.100”) CES AND SLW SERIES LOW PROFILE _ —=/: = 
RECEPTACLES Sami 


RoHS — 
Compliant 
\ Available 
* 
c ~\ 


Single Row Dual Row 
Features: MTSW, EW and ZW series 
@ Low profile Specifications: 


© Chamfered closed entry (CES series) 
@ Dual leaf folded, closed bottom contact (CES 
series) 


© Current Rating: CES series: 1A; SLW series: 3A 
@ Insulator Material: Black G.F. polyester 
© Contacts: Tin (-T) or Gold (-G) plated Phosphor 


© Tiger Buy contacts (SLW series) bronze 
© CES series mates with: TLW, TSW, MTLW, © Temperature Range: -55°C to +125°C with Gold; 
MTSW, EW, ZW and DW series -55°C to +105°C with Tin 


© SLW series mates with: TLW, TSW, MTLW, © Contact Resistance: 10mO max 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Receptacle - Through Hole - 2.54 mm Connector Width, Gold Plated Contacts 
@ SLW-102-01-G-S 2 2.54mm 1 11P6845 0.65 
@ SLW-104-01-G-S 4 2.54mm 1 11P6857 1.26 
@ SLW-110-01-G-S 10 2.54mm 1 11P6893 4.18 
@ SLW-120-01-G-S 20 2.54mm 1 11P6952 7.19 
Receptacle - Through Hole - 3.05 mm Connector Width, Tin Plated Contacts 
@ CES-104-01-T-S 4 2.54mm 1 11P3502 1.13 
@ CES-106-01-T-S 6 2.54mm 1 11P3510 1.67 
@ CES-108-01-T-S 8 2.54mm 1 11P3518 2.25 
@ CES-110-01-T-S 10 2.54mm 1 11P3526 2.79 
@ CES-112-01-T-S 12 2.54mm 1 11P3534 2.99 
@ CES-116-01-T-S 16 2.54mm 1 11P3550 3.94 
@ CES-130-01-T-S 30 2.54mm 1 11P3606 6.44 
Receptacle - Through Hole - 4.95 mm Connector Width, Gold Plated Contacts 
@ SLW-104-01-G-D 8 2.54mm 2 11P6856 3.35 
@ SLW-106-01-G-D 12 2.54mm 2 11P6868 22 
@ SLW-108-01-G-D 16 2.54mm 2 11P6880 5.78 
Receptacle - Through Hole - 5.59 mm Connector Width, Tin Plated Contacts 
@ CES-106-01-T-D 12 2.54mm 2 11P3509 2.88 
@ CES-116-01-T-D 32 2.54mm 2 11P3549 4.31 
@ CES-120-01-T-D 40 2.54mm 2 11P3565 TEAM 
@ CES-125-01-T-D 50 2.54mm 2 11P3585 9.09 
PIM_136024 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 
PC BOARD HEADERS & SOCKETS 


2.54mm (0.100”) TS AND TD SERIES TERMINAL STRIPS se= = 2.54mm (0.100”) IPT1 AND IPS1 SERIES MINI MATE® CONNECTORS (CONT.) 


——— 
=—— Is ) 
Ssamjec No.of Price Each 
RoHS Mfg. Part No. Contacts Pitch Rows Stock No. 1-94 
GoD Lirpian Header - Through Hole - Right Angle 
@ IPT1-105-01-S-D-RA 10 2.54mm 2 11P5103 8.05 
@ IPT1-110-01-S-D-RA 20 2.54mm 2 11P5106 10.74 
@ IPT1-115-01-S-D-RA 30 2.54mm 2 411P5109 10.02 
Tee ous nat Header - Through Hole - Vertical 
TS Series Single Row @ IPT1-105-01-S-D 10 2.54mm 2 11P5102 185) 

Specifications: © Current Rating: 1A @ IPT1-110-01-S-D 20 2.54mm 2 11P5105 9.74 

@ Insulator: Black G.F. polyester © Mates with: SS, SD, HSS, SL, SDL, ESS, ESD Receptacle - Through Hole - Right Angle 

© Contact: 20u” Gold plated Brass series 

© Operating Temperature Range: -55 °C to +125 °C @ IPS1-105-01-S-D-RA 10 2.54mm 2 11P5088 7.92 

5 Receptacle - Through Hole - Vertical 
No. of Price Each = 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ @ IPS1-105-01-S-D 10 2.54mm 2 ‘15087 7.23 

Header - Through Hole @ IPS1-110-01-S-D 20 2.54mm 2 11P5090 7.12 

@ TS-102-G-A 2 2.54mm 1 12P1113 0.90 PIM_136056 

@ TS-106-G-A 6 2.54mm 1 12P1121 252. 

@ TS-107-G-A 7 2.54mm 1 47M3222 2.93 2.54mm (0.100”) SSA SERIES SINGLE ROW 01 a = 

Compliant = f ro 

@TS-10-G-A 10 2.54mm 1 12P 1128 5.90 RECEPTACLES woe SamMec 

@ TS-120-G-A 20 2.54mm 1 12P1148 10.22 ° 

@ TS-125-G-A 25 2.54mm 1 12P1158 9.29 

@ TS-130-G-A 30 2.54mm 1 12P1167 12.47 

@ TD-112-G-A 24 2.54mm 2 12P0248 8.92 

PIM_136031 

2.54mm (0.100”) BBL AND BBS SERIES SINGLE ROW = — 

INTERCONNECT STRIPS SamieG Single row receptacles feature black high temperature PET polyester housing with snap strip and double 
oe side-wipe gold plated phospher bronze contacts. Standoffs allow for easy board cleaning. Current Rating: 1A. 
eos ant Operating temperature range: -55°C to +125°C. Flammability rating: UL 94V-0. Mates with: TS, HTS, BBS, 
Available BBL, BHS, LBS series. 

Al No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Receptacle - Through Hole 
@ SSA-102-S-G 2 2.54mm 1 11P7661 0.99 
BBS Standard ’ @ SSA-110-S-G 10 2.54mm 1 11P7709 4.23 
‘ @ SSA-116-S-G 16 2.54mm 1 41P7744 4.44 
BBL Low Profile 

© Contact Termination: Through hole © Temperature Range: -55° to +125°C @ SSA-120-5-G 20 254mm , Uae isa 

Insulator Material: Black glass filled polyester @ Terminal: 20u” Gold plated Phosphor bronze @ SSA-132-S-G 32 2.54mm 1 94B9305 10.15 

© Current Rating: 1A @ Mates with: SL, SS, HSS, ESS series 

PIM_136035 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
2.54mm (0.100”) SL AND SDL SERIES LOW PROFILE ——— |: 
Header - Through Hole - 5.33 mm Lead Style SOCKET STRIPS Ssamiec 
@ BBS-110-G-A 10 2.54mm 1 11P3153 6.66 — 
RoHS 

@ BBS-112-G-A 12 2.54mm 1 11P3157 7.70 Gee tinsian 

@ BBS-116-G-A 16 2.54mm 1 11P3165 10.25 Available 

@ BBS-120-G-A 20 2.54mm 1 26K2300 12.82 AY 

@ BBS-132-G-A 32 2.54mm 1 11P3196 = 

Header - Through Hole - Low Profile, 1.78 mm Lead Style 

@ BBL-104-G-E 4 2.54mm 1 3002590 4.14 Single Row 

@ BBL-110-G-E 10 2.54mm 1 11P3044 8.98 Dual Row 

@ BBL-112-G-E 12 2.54mm 1 11P3052 10.77 Features: Specifications: 

@ BBL-114-G-E 14 2.54mm 4 11P3060 12.56 @ Achieve low profile without sacrificing insertion © Current Rating: 1A 

116-G. 16 2.54 1 67K7659 depth ® Pitch Spacing: 2.54mm 

SBBENIGGE aU ra) © Choice of four precision screw machined lead @ Insulator Material: Black glass filled polyester 

@ BBL-120-G-E 20 2.54mm 1 11P3083 14.31 styles © Contact/Shell Materials: Beryllium Copper/Brass 

@ BBL-132-G-E 32 2.54mm 1 11P3131 eee © Exceptionally low profile down to 2.11mm (0.083")  @ Plating: 30u” Gold on contact area, tin shell 

= x m7 off of board © Operating Temperature: -55°C to +125°C 

Header - Through Hole - Low Profile, 2.16 mm Lead Style @ Mate with BBL or BDL for board stacking spaces © Contact Resistance: 10mO max 

@ BBL-110-G-F 10 2.54mm 1 11P3045 6.94 down to 3.89mm (0.153”) © Insertion Force: 90z (2.50N) 

PIM 136017 © Mates with: TS, TD, HTS, BBS, BBD, BBL, BDL, = @ Withdrawal Force: 2.50z (0.70N) 

= BHS series 
i No. of Price Each 
2.54mm (0.100”) IPT1 AND IPS1 SERIES MINI MATE® Sam =m EL Mfg. Part No. Contacts Pitch Rows Seat. (ame I 
) 4 : 
CONNECTORS —Ses Ses Receptacle - Through Hole - Low Profile (Hollow Leg) 
epi : @ SL-108-T-10 8 2.54mm 1 11P6618 — 
Compliant 
Available @ SL-112-T-10 12 2.54mm 1 11P6654 4.29 
Receptacle - Through Hole - Micro-Socket (Hollow Leg) 
@ SL-104-T-12 4 2.54mm 1 11P6586 1.94 
IPS1 Right Angle @ SL-106-T-12 6 2.54mm 1 11P6603 414 
IPS1 Vertical @ SL-112-T-12 12 2.54mm 1 11P6656 5.33 
IPT1 Vertical @ SL-114-T-12 14 2.54mm 1 11P6674 6.20 

Mini Mate® connectors feature black liquid crystal polymer housing with phosphor bronze contacts, 30” gold 

on contact area, matte tin on tall. Current rating: 5.2A @ 20°C, 4.6A @ 40°C, 4.0A @ 60°C, 27A@g5°C; © SL-120-7-12 20 25mm J uAEST2 11.94 

2x3 cluster powered. Operating temperature range -55°C to +125°C. Voltage rating: 550 VAC. Mated height @ SL-132-T-12 32 2.54mm 1 11P6834 11.59 

11.05mm (0.435") @ SDL-110-G-12 20 2.54mm 2 11P6249 11.98 

PIM_136043 
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2.54mm (0.100”) SSM SERIES RECEPTACLES 


CONNECTORS & ACCESSORIES 
PC BOARD HEADERS & SOCKETS 


2.54mm (0.100”) SSQ AND SSW SERIES RECEPTACLES (CONT.) 


RoHS — 

Compliant 

Available 
cWkis 


Single Row, Vertical Double Row, Vertical 


Single Row, Horizontal 
Surface mount receptacles feature black liquid crystal polymer housing. Contacts: phosphor bronze, 10” 
(0,25) gold on contact area, matte tin on tail. Current rating: 3A @ 80°C (-DV/-SV mated with TSM-DV); 


4A @ 80°C (-DH/-SH mated with TSW-D). Operating temperature range: -55°C to +125°C. Mates with: TSW, 
MTSW, TST, TSS, ZST, ZSS, DW, EW, ZW, TSM series. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 

Receptacle - Surface Mount - Horizontal 

@ SSM-104-L-SH 4 2.54mm 1 11P7858 3.43 
@ SSM-106-L-SH 6 2.54mm 1 11P7874 3.10 
Receptacle - Surface Mount - Vertical 

@ SSM-104-L-SV 4 2.54mm 1 11P7859 3.11 
@ SSM-106-L-SV 6 2.54mm 1 411P7875 2.49 
PIM_136036 
2.54mm (0.100”) SSQ AND SSW \ 21S 
SERIES RECEPTACLES cls Se etein 


OA A 


Single Row, Vertical 
. . Double Row, Vertical 
Single Row, Right Angle : 
Double Row, Right Angle 


Socket strips feature black liquid crystal polymer housing. Contacts: Phosphor bronze with 0.51um (20u’) 
Gold on contact, Gold flash on tail . Current rating: 5.5A @ 20°C, 5.0A @ 40°C, 4.0A @ 60°C, 3.0A @ 80°C. 
Operating temperature range: -55°C to +125°C w/ gold, -55°C to +105°C w/ tin. Mates with: TSW, MTSW, 
MTLW, LCW, EW, ZW, TSS, ZSS, TSM, TSSH series. 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 19% _ 
Receptacle - Through Hole - Solder Tail, 2.64 mm Lead Length 
@ SSW-104-01-G-S 4 2.54mm 1 11P9373 ae 
@ SSW-110-01-G-S 10 2.54mm 1 411P9471 3.04 
@ SSW-114-01-G-S 14 2.54mm 1 11P9538 5.27 
@ SSW-116-01-G-S 16 2.54mm 1 3001590 6.02 
@ SSW-104-01-G-D 8 2.54mm 2 11P9372 = 
@ SSW-106-01-G-D 12 2.54mm 2 11P9404 a 
@ SSW-108-01-G-D 16 2.54mm 2 11P9438 -- 
@ SSW-110-01-G-D 20 2.54mm 2 11P9470 4.75 
@ SSW-115-01-G-D 30 2.54mm 2 58M3429 9.60 
@ SSW-120-01-G-D 40 2.54mm 2 50M2393 9.12 
@ SSW-125-01-G-D 50 2.54mm 2 11P9714 = 
@ SSW-130-01-G-D 60 2.54mm 2 58M3430 15.29 
Receptacle - Through Hole - Solder Tail, 4.93 mm Lead Length 
@ SSW-106-02-G-S 6 2.54mm 1 11P9412 1.88 
@ SSW-120-02-G-S 20 2.54mm 1 11P9637 zz 
@ SSW-102-02-G-D 4 2.54mm 2 11P9345 1.91 
@ SSW-105-02-G-D 10 2.54mm 2 11P9394 4.42 
@ SSW-110-02-G-D 20 2.54mm 2 11P9476 4.90 
@ SSW-150-02-G-D 100 2.54mm 2 12P0067 17.31 
Receptacle - Through Hole - Solder Tail, Right Angle, 2.54 mm Lead Length 
@ SSW-103-02-G-S-RA 3 2.54mm 1 11P9364 2.52 
@ SSW-104-02-G-S-RA 4 2.54mm 1 11P9381 3.15 
@ SSW-107-02-G-S-RA if 2.54mm 1 11P9430 2.41 
@ SSW-109-02-G-S-RA 9 2.54mm 1 11P9462 4.46 
@ SSW-112-02-G-S-RA 12 2.54mm 1 11P9512 3.80 
@ SSW-113-02-G-S-RA 13 2.54mm 1 11P9529 4.14 
@ SSW-103-02-G-D-RA 6 2.54mm 2 11P9362 2.63 
@ SSW-107-02-G-D-RA 14 2.54mm 2 11P9428 5.75 
@ SSW-108-02-G-D-RA 16 2.54mm 2 11P9444 5.82 
@ SSW-110-02-G-D-RA 20 2.54mm 2 11P9477 7.26 
@ SSW-120-02-G-D-RA 40 2.54mm 2 11P9636 11.34 
@ SSW-125-02-G-D-RA 50 2.54mm 2 11P9720 12.96 
@ SSW-130-02-G-D-RA 60 2.54mm 2 11P9801 14.27 
Receptacle - Through Hole - Square Tail, 2.64 mm Lead Length 
@ SSQ-103-01-G-S 3 2.54mm 1 66M8039 2.43 
@ SSQ-104-01-G-S 4 2.54mm 1 11P8192 3.06 
@ SSQ-106-01-G-S 6 2.54mm 1 411P8251 3.24 
@ SSQ-108-01-G-S 8 2.54mm 1 11P8310 3.86 
@ SSQ-110-01-G-S 10 2.54mm 1 11P8368 4.70 
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No. of Price Each 

Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Receptacle - Through Hole - Square Tail, 2.64 mm Lead Length 
@ SSQ-112-01-G-S 12 2.54mm 1 11P8424 3.70 
@ SSQ-118-01-G-S 18 2.54mm 1 11P8593 5.54 
@ SSQ-120-01-G-S 20 2.54mm 1 11P8645 6.15 
@ SSQ-107-01-G-D 14 2.54mm 2 11P8279 = 
@ SSQ-108-01-G-D 16 2.54mm 2 11P8309 5.65 
@ SSQ-110-01-G-D 20 2.54mm 2 11P8367 7.06 
@ SSQ-120-01-G-D 40 2.54mm 2 11P8644 10.05 
@ SSQ-125-01-G-D 50 2.54mm 2 11P8776 14.06 
Receptacle - Through Hole - Square Tail, Right Angle, 2.54 mm Lead Length 
@ SSQ-106-02-G-S-RA 6 2.54mm 1 11P8258 2.27 
@ SSQ-112-02-G-S-RA 12 2.54mm 1 11P8432 4.21 
@ SSQ-114-02-G-S-RA 14 2.54mm 1 11P8488 4.90 
@ SSQ-116-02-G-S-RA 16 2.54mm 1 11P8546 5.59 
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2.54mm (0.100”) TLW SERIES LOW PROFILE HEADERS 


RoHS _ 
Compliant 
Available 


Single Row 


Double Row 
These headers provide the ultimate low profile 0.64mm (0.025”) square post board stacking system. The high 


quality terminals are available with 0.105” post height for mating with low profile sockets. Features black liquid 
crystal polymer housing with gold plated phosphor bronze contacts. Current rating: 3A, Operating temperature 
range -55°C to +125°C. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-94 

Header - Through Hole 

@ TLW-120-05-G-S 20 2.54mm 1 12P0513 8.67 

@ TLW-103-05-G-D 6 2.54mm 2 12P0381 ecee 

@ TLW-104-05-G-D 8 2.54mm 2 12P0388 2.38 

@ TLW-105-05-G-D 10 2.54mm 2 12P0396 2.96 

@ TLW-107-05-G-D 14 2.54mm 2 12P0412 3.83 

@ TLW-109-05-G-D 18 2.54mm 2 12P0428 4.93 

@ TLW-110-05-G-D 20 2.54mm 2 12P0436 Won 

@ TLW-120-05-G-D 40 2.54mm 2 12P0512 10.49 
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2.54mm (0.100”) TSW SERIES 0.025” SQUARE 
HEADERS 


RoHS — 
Compliant 
Available 


a, ll, 


Single Row Dual Row 


@ Insulator Material: Black glass filled polyester 
© Contact: Gold plated Phosphor bronze 

© Operating Temperature: -55°C to +125° 

® Voltage Rating: 550VAC. 


Features: 

© Mates with: SSW, SSQ, ESW, ESQ, BCS, BSW, 
IDSD, IDSS, CES, SLW series 

Specifications: 

© Current Rating: 7A 


No. of Price Each 

Mfg. Part No. Contacts Pitch Rows StockNo. | 1-9+ _ 
Header - Through Hole - 2.54 mm Lead Length, Gold on Post, Gold Flash on Balance 
@ TSW-150-07-L-D 100 2.54mm 2 12P4137 10.69 
Header - Through Hole - 2.54 mm Lead Length, Gold on Post, Matte Tin on Tail 
@ TSW-102-07-G-S 2 2.54mm 1 412P1258 0.20 
@ TSW-103-07-G-S 3 2.54mm 1 2146433 0.30 
@ TSW-104-07-G-S 4 2.54mm 1 12P1387 1.08 
@ TSW-108-07-G-S 8 2.54mm 1 12P1655 212 
@ TSW-110-07-G-S 10 2.54mm 1 12P1791 1.60 
@ TSW-114-07-G-S 14 2.54mm 1 12P2068 ae, 
@ TSW-118-07-G-S 18 2.54mm 1 12P2339 2.93 
@ TSW-120-07-G-S 20 2.54mm 1 12P2469 3.01 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 
PC BOARD HEADERS & SOCKETS 


2.54mm (0.100”) TSW SERIES 0.025” SQUARE HEADERS (CONT.) WHITE LITE 2.54mm PITCH BOARD-TO-BOARD CONNECTORS (CONT.) 
No. of Price Each No. of Tape Cut 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header - Through Hole - 2.79 mm Lead Length, Gold on Post, Gold Flash on Balance Receptacle - Surface Mount - Vertical 
@ TSW-150-14-L-D 100 2.54mm 2 12P4160 9.78 @ BG306-05-A-1-0400-L-B 5 2.54mm 1 07W3657 0.58 
@ TSW-150-17-L-D 100 2.54mm 2 12P4168 13.10 @ BG306-06-A-1-0400-L-B 6 2.54mm 1 07W3658 0.47 
Header - Through Hole - 3.30 mm Lead Length, Gold on Post, Matte Tin on Tail Receptacle - Through Hole - Right Angle 
@ TSW-125-05-G-D 50 2.54mm 2 12P2769 11.29 @ BG302-02-A-L-G 2 2.54mm 1 8273355 0.06 
Header - Through Hole - 5.08 mm Lead Length, Gold on Post, Gold Flash on Balance @ BG302-03-A-L-G 3 2.54mm 1 8273356 = 
@ TSW-150-08-L-D 100 2.54mm 2 12P4147 9.78 @ BG302-04-A-L-G 4 2.54mm 1 8273357 0.25 
Header - Through Hole - 5.08 mm Lead Length, Gold on Post, Matte Tin on Tail @ BG302-05-A-L-G 5 2.54mm 4 8273358 0.44 
@ TSW-150-08-G-D 100 2.54mm 2 12P4143 13.24 @ BG302-06-A-L-G 6 2.54mm 1 8273359 0.42 
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WHITE LITE 2.54mm PITCH BOARD-TO-BOARD 0.5MM PITCH FPC CONNECTORS 


CONNECTORS 


Gs 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


BG300 BG301 en ‘ r 
rs Gein 
& Compliant 
a Available © Housing material: High temperature thermoplastic © @ Actuator: Thermoplastic, UL94V-0 
it UL94V-0 ® Contacts: Gold plated phosphor bronze 
No. of Thick- Contact Tape Cut 
Mfg. Part No. Contacts ness Position Pitch Stock No. 1-9+ 
BG304 BG305 Receptacle, Surface Mount, Front Flip Lock 
BG308 @ 1734592-5 5 0.3mm Bottom 0.5mm 17R4936 0.20 
Specifications: © Operating temperature: -40°C to 105°C @ 1734592-8 8 0.3mm Bottom 0.5mm 17R4939 0.19 
© Current rating: 3A © Contact material: Copper alloy 
© Contact resistance: 20m Max. © Standard insulator material: Polyester LCP, UL @ 1734592-9 9 0.3mm Bottom 0.5mm 17R4940 0.39 
@ Insulation resistance: 1000 MQ Min. 94-V0 @ 1-1734592-1 4 0.3mm Bottom 0.5mm 16R9528 0.39 
® Dielectric withstanding voltage: 500 VAC @ 1-1734592-2 12 0.3mm Bottom 0.5mm 16R9529 0.47 
zvaiebe in 254mm pith in both surface mount and trough hole, Whe Lie connectors ofr both waditonal © 1-17345023 19] 3mm | Botiom | 0.5m [Sa 
mating pairs (perfectly aligning centre lines of horizontal mating PCB's) as well as economical one piece @ 1-1734592-4 14 0.3mm Bottom 0.5mm 16R9531 0.28 
U-Shaped connectors (which can be soldered direct to a PCB or plugged into vertical PCB sockets). LCP @ 1-1734592-5 15 0.3mm Bottom 0.5mm 16R9532 0.77 
ean eri necr rt reduce light absorption not only providing better aesthetics but also a resistance © 1-1734592-7 7 0.3mm Bottom 0.5mm 16R9534 0.53 
Natok Taneicu @ 1-1734592-8 18 0.3mm Bottom 0.5mm 16R9535 0.54 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-9+ _ @ 1-1794502-9 18 oon BoHoMn Senn CEES ON 
Header - Surface Mount - Right Angle @ 2-1734592-1 21 0.3mm Bottom 0.5mm 17R7046 0.79 
© BG301-02-A-0540-L-B 2 254mm 1 8273350 = @ 217345022 2 O3mm_ | Bottom | 0.5mm _[MURGOEY 0.47 
© BJ301-02-Y-A 2 4mm 1 94x4094 ar @ 2-1734592-3 23 0.3mm Bottom 0.5mm 17R7048 0.71 
@ BG301-03-A-0540-L-B 3 254mm 1 8273351 = @ 2-1734592-4 24 0.3mm Bottom 0.5mm 17R7049 0.83 
@ BG301-04-A-0540-L-B 4 254mm 1 8273352 GS @ 2-1734592-5 25 0.3mm Bottom 0.5mm 17R7050 0.70 
© 8G301-05-A-0540-L.8 5 254mm 1 8273353 0.94 © 2-17345926 20 Ogmm | Botiom | 0.6mm _ [MASS] 0.42 
@ BG301-06-A-0540-L-B 6 254mm 7 8273354 01 @ 2-1734592-7 27 0.3mm Bottom 0.5mm 17R7052 1.18 
Header - Through Hole - Right Angle @ 2-1734592-8 28 0.3mm Bottom 0.5mm 17R7053 2.67 
@ BG303-02-A-0300-L-G 2 254mm 1 8273360 0.14 @ 2-1734592-9 29 0.3mm Bottom 0.5mm 17R7054 1.33 
@ BG303-03-A-0300-L-G 3 254mm 1 8273361 0.12 @ 3-1734592-0 30 0.3mm Bottom 0.5mm 18R0274 = 
@ BG303-04-A-0300-L-G 4 254mm 1 8273362 0.05 @ 3-1734592-1 31 0.3mm Bottom 0.5mm 18R0275 1.58 
@ BG303-05-A-0300-L-G 5 254mm 1 8273363 ve @ 3-1734592-2 32 0.3mm Bottom 0.5mm 18R0276 1.43 
Se RCINIURAOIONLG - BAM 1 aE er @ 3-1734592-3 33 0.3mm Bottom 0.5mm 18R0277 1.32 
Header - Through Hole - U-Shape @ 3-1734592-4 34 0.3mm Bottom 0.5mm 18R0278 1.50 
@ BG304-02-A-0500-L-G 2 254mm 1 8273365 0.12 @ 3-1734592-5 35 0.3mm Bottom 0.5mm 18R0279 0.94 
@ BG304-03-A-0500-L-G 3 254mm 1 8213367 0.15 @ 3-1734592-7 37 0.3mm Bottom 0.5mm 18R0281 1.05 
@ BG304-04-A-0500-L-G 4 254mm 1 8273368 0.06 @ 3-1734592-8 38 0.3mm Bottom 0.5mm 18R0282 1.06 
@ BG304-05-A-0500-L-G 5 254mm 1 8273369 0.22 @ 3-1734592-9 39 0.3mm Bottom 0.5mm 18R0283 qLal¥é 
@ BG304-06-A-0500-L-G 6 254mm 1 8273370 0.27 @ 4-1734592-0 40 0.3mm Bottom 0.5mm 18R4220 0.91 
@ BG305-02-A-0500-L-G 2 254mm 2 8273371 ond @ 4-1734592-1 44 0.3mm Bottom 0.5mm 18R4221 1.86 
@ BG305-03-A-0500-L-D 3 254mm 2 8273372 0.16 @ 4-1734592-2 42 0.3mm Bottom 0.5mm 18R4222 1.47 
BACH0S DEMS r Dean F =a aH @ 4-1734592-3 43 0.3mm | Bottom | 0.5mm | 184223 1.21 
@ BG305-05-A-0500-L-D 5 254mm 2 8213374 0.26 @ 4-1734592-4 44 0.3mm Bottom 0.5mm 18R4224 1.26 
@ CAOSORAOSOLD r EA 5 ae eT @ 4-1734592-5 45 0.3mm | Bottom | 0.5mm | 18R4225 1.26 
Receptacle - Surface Mount - Right Angle @ 4-1734592-6 46 0.3mm Bottom 0.5mm 18R4226 k22, 
SECS , 754mm F aanaS = @ 4-1734592-7 47 0.3mm | Bottom | 0.5mm |  18R4227 1.33 
© B300-02-7-A 2 4mm 1 94X4093 = © 4-1734592-8 a O.3mm_ | Bottom | 0.5mm _ (IBRz2 1.38 
@ BG300-03-A-L-A 3 254mm 1 8273346 0.26 @ 4-1734592-9 49 0.3mm Bottom 0.5mm 18R4229 1.41 
@ BG300-04-A-L-A 4 254mm 1 8213347 0.25 @ 1734839-5 5 0.3mm Top 0.5mm 17R4945 wes 
© 8G300-05-A-L-A 5 254mm 1 8273348 = @i748s06 7 Dini 1 O.5mm _RGSRSTS Oz8 
@ BG300-06-A-L-A 6 254mm 1 8273349 0.47 @ 1734839-7 6 0.3mm Top 0.5mm 17R4946 0.37 
Receptacle - Surface Mount - Vertical @ 1734839-8 8 0.3mm Top 0.5mm 17R4947 0.39 
© 8G306-02-A-1-0400-L-G 2 254mm 1 O7W3654 0.33 Sse : penn Jo o.smm_ [ues ze 
“escs06o3at-os00c8 [3 | 254mm [1 | o7waess | 029 © 1173480041 [03mm [top [0.5mm | 
@ BG306-04-A-1-0400-L-B 4 254mm 1 073656 = © 117348392 2 eon Top O.5mm _ [RIGES=3 0.48 
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0.5MM PITCH FPC CONNECTORS (CONT.) 


CONNECTORS & ACCESSORIES 
FLAT/FLEX RIBBON CABLE CONNECTORS 


0.50 mm PITCH FPC/FFC CONNECTORS (CONT.) 


No. of Thick- Contact Tape Cut 
Mfg. Part No. Contacts ness Position Pitch Stock No. 1-9+ 
Receptacle, Surface Mount, Front Flip Lock 
@ 1-1734839-3 13 0.3mm op 0.5mm 16R9540 aS 
@ 1-1734839-5 15 0.3mm op 0.5mm 16R9542 0.99 
@ 1-1734839-6 16 0.3mm op 0.5mm 16R9543 = 
@ 1-1734839-7 17 0.3mm op 0.5mm 03P1347 0.79 
@ 1-1734839-8 18 0.3mm op 0.5mm 16R9544 0.86 
@ 1-1734839-9 19 0.3mm op 0.5mm 16R9545 0.90 
@ 2-1734839-0 20 0.3mm op 0.5mm 17R7055 0.79 
@ 2-1734839-1 21 0.3mm op 0.5mm 17R7056 0.84 
@ 2-1734839-2 22 0.3mm op 0.5mm 17R7057 Ol 7izi 
@ 2-1734839-3 23 0.3mm op 0.5mm 17R7058 1.13 
@ 2-1734839-4 24 0.3mm op 0.5mm 17R7059 0.80 
@ 2-1734839-5 25 0.3mm op 0.5mm 17R7060 0.97 
@ 2-1734839-6 26 0.3mm op 0.5mm 17R7061 A32 
@ 2-1734839-7 27 0.3mm op 0.5mm 17R7062 1.34 
@ 2-1734839-8 28 0.3mm op 0.5mm 17R7063 0.87 
@ 2-1734839-9 29 0.3mm op 0.5mm 17R7064 1.19 
@ 3-1734839-1 31 0.3mm op 0.5mm 18R0285 1.15 
@ 3-1734839-2 32 0.3mm op 0.5mm 18R0286 = 
@ 3-1734839-3 33 0.3mm op 0.5mm 18R0287 1.07 
@ 3-1734839-4 34 0.3mm op 0.5mm 19P1897 1.37 
@ 3-1734839-5 35 0.3mm op 0.5mm 18R0288 1.53 
@ 3-1734839-7 37 0.3mm op 0.5mm 18R0290 1.18 
@ 3-1734839-9 39 0.3mm op 0.5mm 18R0292 1.25 
@ 4-1734839-0 40 0.3mm op 0.5mm 50M1535 41.28 
@ 4-1734839-1 41 0.3mm op 0.5mm 18R4231 1.33 
@ 4-1734839-2 42 0.3mm op 0.5mm 18R4232 kos 
@ 4-1734839-3 43 0.3mm op 0.5mm 18R4233 2.24 
@ 4-1734839-4 44 0.3mm op 0.5mm 18R4234 1.43 
@ 4-1734839-5 45 0.3mm op 0.5mm 18R4235 = 
@ 4-1734839-6 46 0.3mm op 0.5mm 18R4236 1.48 
@ 4-1734839-8 48 0.3mm op 0.5mm 18R4238 1.45 
@ 4-1734839-9 49 0.3mm op 0.5mm 18R4239 1.58 
@ 5-1734839-0 50 0.3mm op 0.5mm 18R9002 = 
Receptacle, Surface Mount, Push / Pull Lock 
@ 1734742-6 6 0.3mm 0.5mm 85R6218 0.49 
@ 1734742-7 7 0.3mm 0.5mm 85R6219 0.81 
@ 1734742-8 8 0.3mm 0.5mm 73R7507 0.53 
@ 1-1734742-0 10 0.3mm 0.5mm 73R7494 wei 
@ 1-1734742-2 12 0.3mm 0.5mm 73R7495 = 
@ 1-1734742-8 18 0.3mm 0.5mm 21R1778 1.10 
@ 2-1734742-4 24 0.3mm 0.5mm 21R8514 = 
@ 2-1734742-8 28 0.3mm 0.5mm 73R7510 1.11 
@ 3-1734742-0 30 0.3mm 0.5mm 22R0950 2.59 
@ 3-1734742-6 36 0.3mm 0.5mm 73R7514 = 
@ 4-1734742-0 40 0.3mm 0.5mm 22R3051 1.63 
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0.50 mm PITCH FPC/FFC CONNECTORS 


LNA) ONTER onNEcT 
ie 


Fig. 4 Fig. 2 


Fig. 3 


© Contact Material: Phosphor bronze 
@ Insulator Material: Heat resistance plastic 
© Operating Temperature Range: -40 to +85°C for 


Series 6212 is a top contact low profile ZIF with a total height of 2.0mm. Series 6212, 6214 and 6274 offer 
a Slide locking system. Total height is 4.1mm for Series 6214 and 4.4mm for Series 6274. Series 6222 and 
6223 are low profile LIF connectors. Series 6222 is bottom contact and Series 6223 is top contact, both have a 
total height of 1.95mm. Series 6238 offers a Flip-top style locking which opens to a maximum of 135 degrees 
with a height of 1.1mm. Series 6238 also offers a positive “click” when operating the actuator and is equipped 
with strain relief metal and FPC guide function to stabilize the position of the FPC. Series 6239 and 6269 are 
1.5mm in height and available in 5-30 positions. Series 6240 are 2.0mm in height and available in 6-54 positions. 
Series 6298 is ultra low profile and offers bottom contacts with a Flip-top style lock and a notch to ensure correct 
locating into the connector. Series 6298 is specially designed for LCD (Liquid Crystal Display) modules with 
back-light requirements. 


Series 6212, 6214, 6222, 6223, 6240, 6244, 6269, 
6274; -20 to +85°C for Series 6238, 6239, 6298 
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Tape & 
No. of Thick- Contact Reel 
Mfg. Part No. Contacts ness Position Pitch Stock No. 1-999+ 
Receptacle, Surface Mount, Non-ZIF, Fig. 2 
@ 086223010101800+ 10 0.3mm Top 0.5mm 96M9249 Sos, 
@ 086223030101800+ 30 0.3mm Top 0.5mm 96M9253 = 
Receptacle, Surface Mount, One-Touch Lock, Fig. 3 
@ 046239010001800+ 10 0.3mm Bottom 0.5mm 96M9231 —_ 
@ 046239020001800+ 20 0.3mm Bottom 0.5mm 96M9233 = 
@ 046239030001800+ 30 0.3mm Bottom 0.5mm 96M9235 — 
Receptacle, Surface Mount, Slide Lock, Fig. 4 
@ 086212030340800+ 30 0.3mm Top 0.5mm 96M9243 = 
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0.50mm (0.020”) PITCH FFC/FPC CONNECTORS 


molex 
RoHS — 
Compliant 
Available 


Voltage: 50 V. Current: 0.5 A, Series 51372 0.4A. Contact resistance: Series 51296, 51374, 51441, 54548, 
54550: 40 mO max; Series 52435, 52437, 52559, 52689, 52745, 52746, 52892, 52893, 54104, 54132: 20 
mO max. Dielectric withstanding voltage: 250 VAC/1 min. Insulation resistance: 50 MO min. Housing: Series 
51296, 51374, 51441, 54548, 54550: Glass-filled LCP Liquid Crystal Polymer; Series 52435, 52437, 52559, 
52689, 52745, 52746, 52892, 52893, 54104, 54132 4//6 nylon, UL 94V-0 rated. Contacts: Phosphor bronze. 
Operating temperature: -20°C to +85°C. 


No. of Thick- Contact Price Each 

Mfg. Part No. Contacts ness Position Pitch Stock No. 1-499+ 
Receptacle, Surface Mount 
@ 52559-1052 10 0.3mm 0.5mm 86K9441 0.86 
@ 52559-1252 12 0.3mm 0.5mm 07P8567 1.31 
@ 52559-4052 40 0.3mm 0.5mm 86K9447 = 
@ 502790-6491 64 0.3mm 0.5mm 58R1266 = 
@ 501461-0401 4 0.12mm Bottom 0.5mm 87P1117 = 
@ 52893-0895 8 0.3mm Bottom 0.5mm 59J0068 = 
@ 52746-1071 10 0.3mm Bottom 0.5mm 07P8579 0.59 
@ 51441-1293 12 0.3mm Bottom 0.5mm 07P8551 = 
@ 52893-2095 20 0.3mm Bottom 0.5mm 59J0077 = 
@ 52893-3095 30 0.3mm Bottom 0.5mm §9J0082 = 
@ 502790-3091 30 0.3mm Bottom 0.5mm 58R1262 sy 
@ 502790-4091 40 0.3mm Bottom 0.5mm 58R1263 4.51 
@ 502790-8091 80 0.3mm Bottom 0.5mm 58R1267 = 
@ 52745-0697 6 0.3mm Top 0.5mm 07P8573 0.61 
@ 52745-1097 10 0.3mm Top 0.5mm 52M8967 4.06 
@ 52745-1497 14 0.3mm Top 0.5mm 07P8576 = 
@ 54104-5031 50 0.3mm Top 0.5mm 07P8583 = 
@ 503480-0800 8 0.3mm Top,Bottom 0.5mm 76R6890 = 
@ 503480-1200 12 0.3mm Top,Bottom 0.5mm 76R6891 = 
@ 503480-2000 20 0.3mm Top,Bottom 0.5mm 76R6893 = 
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XF2 SERIES 0.5mm PITCH FPC CONNECTORS 


OMRON. 


ELECTRONIC COMPONENTS 


RoHS _ 
Compliant 
Available 


@ Patented locking mechanism for improved 
connection stability 

@ Rated current: 0.54 

© Rated voltage: 50VDC 

@ Withstanding voltage: 250 SVAC for 1 minute 

e 

e 


slide-locking, top-entry ZIF connector 

© XF2L series — 1.2mm low-profile with slide-lock- 
ing, side-entry ZIF connector 

© XF2U series — 0.9mm low-profile, rotary-lock 
construction with dual contact 

© XF2W series — 1.1mm low-profile, rotary-lock 
construction with dual contact 

@ Tape & Reel packaging 


Pitch: 0.6mm 

XF2M series — 2mm low-profile, rotary-lock 

construction with double-sided contacts 
© XF2J series — compact, 4.15mm low-profile with 
Highly reliable, low-profile XF2 series flexible printed circuit (FPC) connectors are ideal for a variety of compact 
surface mount electronics modules, from cell phones and PDAs, to thermostats and lighting controls. Other 
sizes in stock; go online or call . 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


FLAT/FLEX RIBBON CABLE CONNECTORS 


XF2 SERIES 0.5mm PITCH FPC CONNECTORS (CONT.) TE CONNECTIVITY’S AMP FFC/FPC CONNECTORS 
x a = 
No. of Thick- Contact Tape Cut : = a — TE 
Mfg. Part No. Contacts ness Position Pitch Stock No. 1-9+ Soe 
Receptacle, Surface Mount, XF2J Series, Slide-Lock AUTHORIZED DISTRIBUTOR 
@ XF2J-1024-11A 10 0.3mm Top 0.5mm 87K2158 aS Geptingian 
@ XF2J-1424-11A 14 0.3mm Top 0.5mm 93K6848 = Available 
@ XF2J-2424-11A 24 0.3mm Top 0.5mm 87K0738 as 
@ XF2J-2824-11A 28 0.3mm Top 0.5mm 05M1982 = 
@ XF2J-4024-12A 40 0.3mm Top 0.5mm 40T9607 — 
Receptacle, Surface Mount, XF2L Series, Slide-Lock 
= eee : abla assed smi SSM g90 = @ 2.54mm (0.100) centerline ® Housing flammability rating: UL 94-0 
@ XF2L-0425-18 4 0.3mm Top 0.5mm | _05M1983 = © Housing material: thermoplastic 
@ XF2L-0825-1A 8 0.3mm Top 0.5mm 93K5975 aS rae Tick. Price Each 
@ XF2L-3025-1A_ | S| 0.3mm XF2L-3025-1A 30 0.3mm Top 0.5mm 05M2007 1.50 Mfg. Part No. Contacts ness Pitch Stock No. eS 
Receptacle, Surface Mount, XF2M Series, Rotary Backlock Plug, Housings 
@ XF2M-0615-1A 6 0.3mm Top,Bottom 0.5mm 62W4212 0.19 @ 487378-5 6 0.89mm 254mm 66F1647 0.69 
@ XF2M-0815-1A 8 0.3mm | Top,Bottom | 0.5mm 62W4213 0.89 @ 487378-6 7 0.89mm 254mm 2306964 0.89 
@ XF2M-1015-1A 10 0.3mm | Top,Bottom | 0.5mm | 41M0933 1.00 © 487378-7 8 0.89mm 254mm 66F1629 O40 
@ XF2M-1415-1A 14 0.3mm Top,Bottom 0.5mm 73K5690 1.08 © 487378-8 9 0.89mm 254mm 52F5188 0.55 
@ XF2M-1815-1A 18 0.3mm | Top,Bottom | 0.5mm | 03M4577 = 14873785. «| 16) 08am «Sm | eeFa243 «ate 
@ XF2M-2015-1A 20 0.3mm Top,Bottom 0.5mm 87K2157 4.21 Plug, Housings with Detent 
0 XF2M3015-1A 30 03mm _| Top,Botiom | _0.Smm_|RBSROSIS 1.36 © 88859-9 3 0.13mm 254mm 3408231 1.85 
1 XraM SH 15518 Bal 0.3mm | Top,Botiom | 0.5mm _|BROSM2025 aaa © 1-88859-0 4 0.1mm 2.4mm 66F1638 0.38 
@ XF2M-4015-1A 40 0.3mm | Top,Bottom | 0.5mm 41M0934 1.84 @ 88859-1 6 0.13mm 254mm 9203665 me 
@ XF2M-4515-1A 45 0.3mm Top,Bottom 0.5mm 05M2035 2.26 Plug, Housings with Latch 
@ XF2M-5O15-1A 7 0.3mm | Top,Botiom | 0.6mm |RESROG22 2.13 © 487526-1 2 0.89mm 264mm 9286562 1.37 
@ XF2M-6015-1AH 60 0.3mm Top,Bottom 0.5mm 88M4894 2.66 @ 487526-2 3 0.89mm 2.54mm 9982088 1.29 
Receptacle, Surface Mount, XF2U Series, Rotary Backlock @ 487526-3 4 0.89mm 2.54mm 13H5983 147 
@ XF2U-0815-3A 8 0.2mm Top,Bottom 0.5mm 88M4896 =e @ 487526-4 5 0.89mm 254mm 66F3001 ive 
@ XF2U-2015-3A 20 0.2mm | Top,Bottom | 0.5mm | 88M4899 = 94875065 6 089mm 254mm 9705084 ae 
@ XF2U-3015-3A 30 0.2mm Top,Bottom 0.5mm 88M4902 es @ 487526-7 8 0.89mm 2.54mm 52F5495 0.51 
@ XF2U-3215-3A 32 0.2mm | Top,Bottom | 0.5mm | 88M4903 = © 4875068 9 089mm 254mm 34C6244 mn 
Receptacle, Surface Mount, XF2W Series, Rotary Backlock @ 487526-9 10 0.89mm 254mm 66F3107 0.73 
@ XF2W-0415-14 4 0.3mm | Top,Bottom | 0.5mm | 62W4214 = © 1.487564 2 089mm 254mm TOHO085 Ga 
@ XF2W-1015-1A 10 0.3mm Top,Bottom 0.5mm 62W4215 ex @ 1-487526-9 20 0.89mm 254mm 10H0092 1.19 
@ XF2W-1415-1A 14 0.3mm Top,Bottom 0.5mm 62W4216 ae Receptacle, Housings 
@ XF2W-2015-1A 20 0.3mm [| Top,Bottom | 0.5mm | 88M4905 = © 487378.9 1 oeommn 54mm SeFI628 ae 
@ XF2W-2415-1A 24 0.3mm_|_Top,Bottom | 0.5mm _| _88M4906 me Receptacle, Housings with Detent Slots 
PIM_68178 @ 485893-2 4 1.42mm 2.54mm 98F8267 s 
@ 485893-4 6 1.42mm 2.54mm 950681 = 
i 039” RoHS s Receptacle, Through Hole, Trio-Mate Cable Entry, Right Angle 
CONNECTORS ere Seer m olex © 5-520314-4 4 0.381mm 254mm 18R9310 053 
@ 5-520314-7 7 0.381mm 2.54mm 18R9311 0.81 
Receptacle, Through Hole, Trio-Mate Cable Entry, Vertical 
@ 5-520315-7 7 0.381mm 2.54mm 14N5324 0.93 
=— @ 5-520315-8 8 0.381mm 2.54mm 52K3727 1.19 
@ 6-520315-0 10 0.381mm 2.54mm 35K6006 os 
@ 6-520315-4 14 0.381mm 2.54mm 19R5125 = 
@ 6-520315-6 16 0.381mm 2.54mm 05R5459 271 
Fig. 2 PIM_93040 
Voltage and current ratings: © Series 52030, 52043, 52089: 6/6 nylon, UL 94V-0 
® Series 52030, 52043, 52089, 52271, 52793, ® Series 52103, 52207, 52271, 52610: 4/6 nylon, 
52806, 52807, 52808, 52852: 50V 0.5A UL 94V-0 Contacts 
© Series 52103, §2207, 52610, 71226 125V1.0A. © Series 52793, 52806, 52807, 52808, 52852: PPS, Tape Cut 
Contact resistance: UL 94V-0 Current Contact Contact LSPS 
© Series 52030, 52043, 52089, 52103, 52270, © Series 71226 black nylon, UL 94V-0. Mfg. PartNo. | Rating Material Plating Stock No. 1-9+ 
52271, 52610, 71226: 20 mO max © Dielectric withstanding voltage: 500 VAC/1 min Pin 
ee. fouaiennniiag fon © 487923-4 | Phosphor Bronze | Tin Plated Contacts | 42K6929 0.07 
Housing: © Operating Temperature: -20°C to +85°C @ 1-86561-0 a Phosphor Bronze Tin Plated Contacts 42K6581 0.32 
No. of Thick- Contact Price Each Pin - 15” Plating 
Mfg. Part No. Contacts ness Position Pitch Stock No. 1-94 @ 1-88997-2 ait Phosphor Bronze | Gold Plated Contacts | 14M7519 0.06 
Receptacle, Surface Mount, Non-ZIF, Vertical @ 86561-6 3.5A Phosphor Bronze | Gold Plated Contacts 34B2417 0.26 
@ 52808-0470 4 ‘mm a ‘mm 56/6495 = Pin - 3041” Plating 
Receptacle, Surface Mount, ZIF, Right-Angle, Fig. 4 @ 86561-4 at Phosphor Bronze Gold Plated Contacts 34B2416 = 
@ 52207-0460 4 0.3mm Top 1mm 07P8552 1.00 Socket - 151” Plating 
@ 52207-2460 24 0.3mm Top 4mm 34R5829 = @ 86571-2 aif Phosphor Bronze | Gold Plated Contacts 66F3224 2.34 
Receptacle, Surface Mount, ZIF, Right-Angle, Fig. 2 @ 2-487406-2 as Phosphor Bronze Gold Plated Contacts 42K6809 0.35 
@ 52271-0469 4 0.3mm Bottom 1mm 07P8558 = Socket - 30” Plating 
@ 52271-0479 4 0.3mm Bottom 4mm 58J9527 0.66 @ 2-487406-3 et Phosphor Bronze Gold Plated Contacts 42K6810 0.48 
@ 52271-0879 8 0.3mm Bottom 41mm 16R3574 — PIM_5511643 
@ 52271-1679 16 0.3mm Bottom 4mm 58J9539 1.30 
Receptacle, Through Hole, ZIF, Vertical 
@ 52030-0429 4 0.3mm i 1mm 58J9340 0.53 
@ 52030-1229 12 0.7mm we imm 58J9348 8 
PIM_8452 
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FLAT/FLEX RIBBON CABLE CONNECTORS 


CLINCHER™ FLAT FLEX MALE AND FEMALE Amphenol 451 & 452 SERIES RIBBON CABLE SOCKETS AND 
CONNECTORS FCi BOARDMOUNT HEADERS 
RoHS 
COs 
Available 


RoHS 
Compliant 
Available 


Male Female Cable Sockets Boardmount Headers 
For use with thin film conductive ink circuits whose total combined thickness of conductor and insulation does Features ; @ 2.5A, 1 line energized, 30°C temp rise per EIA 
not exceed 0.006” (0.152). Simultaneously terminate flat conductor, flat cable or flexible circuitry without cable ® Current Rating: Fe . 364-70 
stripping. Mate with 0.025” (0.635) square or round pins on 0.100” (2.54) centers. Dual-metal PV™ contacts © 1.0, all lines energized, 30°C temp rise per © Voltage Rating: 125V 
provide excellent electrical and mechanical performance. Clinching portion of contact forms gastight crimp to EIA 364-70 . - . © Insulation Resistance:> 1 x 109 Ohms at 500 VDC 
prevent contamination. Cupro-nickel contacts plated with 100" tin/lead finish. Available with 30” gold plating; © 1.5A, 6 lines energized, 30°C temp rise per EIA © Withstanding Voltage: 1250VACrms al'sea level 
go online or call. Current rating: 2A. Resistance: 15mQ maximum. Maximum insertion force: 3N per contact. 364-70 © Operating Temperature: -65°C to +105°C 
Minimum withdrawal force: 0.30N per contact. Blue polypropylene body, rated UL94V-0. Insulation resistance: 451 Series Ribbon Cable Wiremount Socket Assemblies and 452 Series Shrouded Boardmount Headers 
5x104MO minimum. Temperature range: -65°C to +105°C. Withstanding voltage: >500Vrms at sea level. UL have an extremely small 1.27 mm (0.050") Pitch. The design enables mass termination and has an innovative 
recognized, CSA certified. NOTE: To order parts for conductive ink circuits less than 0.00” (0.15) total thickness, header ejector latch mechanism. 
change first digit after dash in mfg. part no. from “0” to “1”; for example: 65801-039 would be changed to 65801- Priceleach 
139. Male Clincher™ connectors are available with up to 32 positions; go online or call. Mfg. Part No. Paula Pitch Rows Beat, ones 
Msc PAIN a . Thick- no Beer Gee Header, Through Hole, Latch / Eject 
gan onac’s = me ess eat © 45204-620230 4 127mm 2 11X5393 483 
Plug, IDC / IDT, Tin Plated Contacts 
= @ 45206-620230 6 1.27mm 2 11X5405 5.09 
@ 66226-005LF 5 0.3mm 2.54mm 75K3537 0.29 
= @ 45208-620230 8 1.27mm 2 11X5417 5.34 
@ 66226-006LF 6 0.3mm 2.54mm 65K9470 0.87 
= = @ 45210-620230 10 1.27mm 2 11X5429 5.60 
@ 66226-009LF 9 0.3mm 2.54mm 75K3539 1.03 
Se ey ee eT eT @ 45212-620230 12 1.27mm 2 11X5441 5.85 
@ 66226-010LF 10 0.3mm 2.54mm 65K9472 1.02 
= @ 45214-620230 14 1.27mm 2 11X5453 6.14 
@ 66226-012LF 12 0.3mm 2.54mm 65K9474 hak 
— @ 45216-620230 16 1.27mm 2 11X5465 6.67 
@ 66226-013LF 13 0.3mm 2.54mm 75K3540 1.42 
= @ 45220-620230 20 1.27mm 2 11X5477 7.20 
@ 66226-014LF 14 0.3mm 2.54mm 75K3541 2.03 
@ 45230-620230 30 1.27mm 2 11X5489 8.54 
Receptacle, IDC / IDT, Gold Plated Contacts : 
= Header, Through Hole, without Latch 
@ 65801-034LF 5 0.3mm 2.54mm 53K1459 1.04 
= @ 45204-600230 4 1.27mm 2 11X5391 1.95 
@ 65801-035LF 6 0.3mm 2.54mm 53K1460 1.62 
= @ 45206-600230 6 1.27mm 2 11X5403 2.68 
@ 65801-037LF 8 0.3mm 2.54mm 75K3356 2.11 
OOO o—on—w—nhoOoOoOT @ 45208-600230 8 1.27mm 2 11X5415 2.97 
@ 65801-039LF 10 0.3mm 2.54mm 75K3358 2.45 
7 @ 45210-600230 10 1.27mm 2 11X5427 2.41 
Receptacle, IDC / IDT, Tin Plated Contacts 
= @ 45212-600230 12 1.27mm 2 11X5439 2.63 
@ 65801-003LF 3 0.3mm 2.54mm 43K4468 1.10 
= @ 45214-600230 14 1.27mm 2 11X5451 2.86 
@ 65801-004LF 4 0.3mm 2.54mm 53K1446 es 
7 @ 45216-600230 16 1.27mm 2 11X5463 3.54 
@ 65801-005LF 5 0.3mm 2.54mm 93K4803 1.96 
= @ 45220-600230 20 1.27mm 2 11X5475 4.05 
@ 65801-007LF 7 0.3mm 2.54mm 93K4805 = 
= @ 45230-600230 30 1.27mm 2 11X5487 5.34 
@ 65801-008LF 8 0.3mm 2.54mm 53K1450 a : 
— Receptacle, IDC / IDT, Ribbon Cable Sockets 
sssor-1LF | | mm |e SAmm | SSKI452 | 158“ 45104-000030 4 127mm 7 71X5337 
© 65801-011LF 11 0.3mm 254mm 53K1453 a : ue 
= @ 45106-000030 6 1.27mm 2 11X5339 ae 
@ 65801-012LF 12 0.3mm 2.54mm 53K1454 2.56 
= @ 45108-000030 8 1.27mm 2 11X5341 a 
@ 65801-013LF 13 0.3mm 2.54mm 93K4811 0.79 
= @ 45108-010030 8 1.27mm 2 11X5343 5.64 
@ 65801-014LF 14 0.3mm 2.54mm 53K1455 a 
= @ 45110-000030 10 1.27mm 2 11X5347 3.94 
@ 65801-016LF 16 0.3mm 2.54mm 93K4813 3.88 
@ 45110-010030 10 1.27mm 2 11X5349 = 
@ 65801-020LF 20 0.3mm 2.54mm 93K4816 ae 
@ 45112-000030 12 1.27mm 2 11X5353 3.74 
PIMLESA @ 45114-00030 14 127mm 2 41X5359 = 
@ 45116-000030 16 1.27mm 2 11X5365 4.35 
PAK-50 P25E SERIES 0.050” IDC SOCKETS © 45120-00030 20 1.27mm 2 11X5371 453 
_h=yane° POLARIZATION MARC @ 45130-000030 30 1.27mm 2 11X5377 5.73 
(127) x 7 =: 8 Li iy GeReinoiat For Use | Price Each_ 
dally eae : aarp . Available Mfg. Part No. |Description} — Type With Stock No.| 1-1-4+ 
— PUGS sitssns suena Sasseses fi} [fe ps TP @ 3448-45110 | 10 Positions | Strain Relief] 3M 45110 Ribbon Cable Wiremount| 11X5330 | 2.09 
| yg) oe ee Receptacle Connector 
ss @ 3448-45112 | 12 Positions | Strain Relief} 3M 45112 Ribbon Cable Wiremount| 11X5331 2.09 
e Latch/Ejector Mechanism for Mating and Unmating + Contacts Protected on 3 Sides Receptacle Connector 
@ Can Be Daisy Chained © Phosphor Bronze Contacts @ 3448-45114 | 14 Positions | Strain Relief |3M 45114 Ribbon Cable Wiremount| 11X5332 | 2.09 
@ Ribbon Contact Design Receptacle Connector 
Accommodate 30 AWG, 0.025” centerline cable; ordered separately. Mate with P25E series IDC plugs, ordered iti i j F , 
separately. Contact resistance: 30MOHMs. Current rating: 0.5A. Black, glass-filled nylon body, rated UL94V-0. © 3448-45416 | 16 Positions | Strain Relief | 3M baa eat Cable Wiremount (eS WAS 
RES is ptacle Connector 
Temperature range: -55°C to +105°C. = - - = - 
- @ 3448-45120 | 20 Positions | Strain Relief} 3M 45120 Ribbon Cable Wiremount | 11X5334 2.09 
No. of Contact | Contact | Price Each Receptacle Connector 
Mfg. PartNo. | Contacts Material Plating Stock No. | 1-24+ @ 3448-45130 | 30 Positions | Strain Relief] 3M 45130 Ribbon Cable Wiremount| 11X5335 | 2.09 
Wire to Board, Receptacle, IDC / IDT Receptacle Connector 
@ P25E-040S-EA 40 Phosphor Bronze | Gold Plated Contacts | 96K2149 22.59 
@ P25E-050-S-EA 50 Phosphor Bronze | Gold Plated Contacts | 96K2150 = 
@ P25E-068S-EA 68 Phosphor Bronze | Gold Plated Contacts | 96K2152 20.49 
@ P25E-100-S-EA 100 Phosphor Bronze | Gold Plated Contacts | 96K2154 18.25 
PIM_8779 
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FLAT/FLEX RIBBON CABLE CONNECTORS 


451 & 452 SERIES RIBBON CABLE SOCKETS AND BOARDMOUNT 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


PAK100 0.100” x 0.100” WIREMOUNT IDC SOCKET CONNECTORS (CONT.) 


HEADERS (CONT.) No. of Price Each 
For Price Each Mfg. Part No. Contacts Pitch Rows Stock No. 1-94 
Use A 
Mfg. Part No. Description Type | With |StockNo.| 1-1-4 Receptacle, IDG /IDT, with Genterbunie xh 5 BERT 
© 3448-45104 4 Positions Strain Relief|3___M| 44X5327 | 1.74 pA suas ‘Leis 
45104 @ 89114-0101 14 2.54mm 2 92F 1484 1.65 
Ribbon @ 89116-0101 16 2.54mm 2 92F1485 1.17 
7 : ; Gable @ 89120-0101 20 2.54mm 2 92F 1486 2.09 
@ 3448-45106 6 Positions Strain Relief ae Fi 11X5328 2.09 © 89124-0101 4 254mm 2 1803903 3.31 
Ribbon @ 89126-0101 26 2.54mm 2 92F1487 2.03 
Cable @ 89130-0101 30 2.54mm 2 2905745 = 
@ 3448-45108 8 Positions Strain Relief}3 = MJ 11X5329 2.09 @ 89134-0101 34 2.54mm 2 92F1488 1.70 
45108 
Ribbon @ 89136-0101 36 2.54mm 2 21K3928 3.01 
Cable @ 89140-0101 40 2.54mm 2 92F1489 2.97 
@ 3443-82-10 | Crimp Tool Locator, 10 Position Connector 3M 451 11X5321 480.33 @ 89150-0101 50 2.54mm 2 92F1490 3.01 
he st @ 89160-0101 60 2.54mm 2 92F 1491 1.98 
Position For Use Price Each 
@ 3443-82-12 | Crimp Tool Locator, 12 Position Connector 3M 451] 11X5322 | 480.33 Mfg. Part No. Type With Stock No. 4-1-9+ 
ae © 3490-1 Pull Tab 0.100" x 0.100” Wiremount Sockets 48M1292 1.51 
Position @ 3448-89134 Strain Relief | 891 Series Wiremount Socket 34 Position | 69K1042 0.82 
@ 3443-82-14 | Crimp Tool Locator, 14 Position Connector 3M 451] 11X5323 480.33 @ 3448-89110 Strain Reliet 891 Series Wiremount Socket 10 Position 92F1492 0.76 
Series @ 3448-89114 Strain Relief | 891 Series Wiremount Socket 14 Position | 92F1493 0.35 
1 4 
Position @ 3448-89116 Strain Reliet 891 Series Wiremount Socket 16 Position 92F1494 0.73 
@ 3443-82-16 | Crimp Tool Locator, 16 Position Connector 3M 451] 11X5324 480.33 @ 3448-89120 Strain Reliet 891 Series Wiremount Socket 20 Position 92F1495 0.82 
Series @ 3448-89126 Strain Reliet 891 Series Wiremount Socket 26 Position 92F1496 0.35 
ve @ 3448-89140 Strain Relief | 891 Series Wiremount Socket 40 Position 92F1498 0.82 
@ 3443-82-20 | Crimp Tool Locator, 20 Position Connector 3M 4511 41X5325 = @ 3448-89150 Strain Relie 891 Series Wiremount Socket 50 Position 92F1499 0.82 
Series @ 3448-89160 Strain Relie' 891 Series Wiremount Socket 60 Position 92F1500 0.35 
a - 0 @ 3490-89110 Pull Tab 10-20 Positon Wire Mount IDC Sockets 92F1502 0.73 
= ester @ 3490-89140 Pull Tab 40-60 Positon Wire Mount IDC Sockets | 92F1504 0.63 
@ 3443-82-30 | Crimp Tool Locator, 30 Position Connector 3M 451] 11X5326 480.33 
Series PIM_8449 
3 0 
Position 
: = D89 SERIES 0.100” x 0.100” WIRE MOUNT IDC SOCKETS 
@ 3443-82-04 | Crimp Tool Locator, 4 Position Connector vs 2 11X5318 480.33 © For 0.050" pitch flat ribbon cable, 26 and 28 AWG stranded 
4 @ Preassembled for high-efficiency termination 
Positi © Double-recessed cover for cable terminating from RoHS | 
ely either side eoriptant 
@ 3443-82-06 | Crimp Tool Locator, 6 Position Connector 3M 451} 11X5319 | 480.33 © Military polarization, with or without centerbump ° 
Series 3M™ D89 series wire mount sockets are designed for wire- cWA US 
6 eas to-board stacking applications, such as communications 
Position networking equipment, medical devices, industrial/factory 
@ 3443-82-08 | Crimp Tool Locator, 8 Position Connector 3M 451) 11X5320 | 480.33 automation equipment, infotainment/gaming and military 
Series systems. Features black, glass-filled polyester housing with 
8 10u” gold-plated phosphor bronze contacts. Polarization 
Position slots provide for quick connections while minimizing 
PIM. 212254 misalignments. Plastic strain relief minimizes stress on 
~ the socket/cable termination; ordered separately below. Mates with 3M™ D2500 series low-profile four-wall 
headers and D3000 series latch/ejector four-wall headers; ordered separately. Select 3M™ 3365 series 0.050” 
PAK100 0.100” x 0.100” WIREMOUNT IDC SOCKET pitch cable; ordered separately. Current rating: 1A. Temperature range: -55°C to + 105°C. UL neCOUnZet 
CONNECTORS No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
RoHS 
06 (OPTIONAL) 44 Geptinnian Receptacle, IDC / IDT 
, Avaliable @ D89110-0031HK 10 2.54mm 2 12P7113 0.88 
POSITION 1 (1.5) (2.8) = 
te k- AY Ge psstro-ons1HK 10 254mm 2 12P7114 1.92 
EEE EERE Vo Sets @ D89114-0031HK 14 2.54mm 2 12P7115 0.97 
FEGSC@OSBE00HHP00R8- @ D89114-0131HK 14 2.54mm 2 12P7116 163 
on POSITION 2 100 @ D89116-0031HK 16 2.54mm 2 12P7117 1.09 
(6.0) 100 TYP. (2.54) @ D89116-0131HK 16 2.54mm 2 12P7118 2.21 
(2.54) TYP. @ D89120-0031HK 20 254mm 2 12P7119 0.19 
@ Standard 0.100 x 0.100” Grid Pattern Wire @ D89120-0131HK 20 2.54mm 2 12P7120 2.27 
© Current Rating: 1A @ Reliable IDC Termination @ D89126-0031HK 26 2.54mm 2 12P7121 1.06 
@ Withstanding Voltage: 1000 Vrms @ Mate with 3M 2500, 3000 and 4600 series 0.100” x ¥ 
@ Accommodate 26 and 28 AWG Solid and Stranded 0.100” headers/plugs 2'069126-019 18K, - —- - a Us 
Pre-assembled to reduce assembly cost. Double-recessed cover grooved for alignment. UL recognized, CSA @ 089130-0031HK ssaulllly 1.58 
certified. @ D89130-0131HK 30 2.54mm 2 12P7124 1.58 
No. of Price Each @ D89134-0031HK 34 2.54mm 2 42P7125 1.52 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-94 @ D89134-0131HK 34 2.54mm 2 12P7126 0.91 
Receptacle, IDC / IDT @ D89140-0031HK 40 2.54mm 2 412P7127 0.26 
@ 89110-0001 10 2.54mm 2 9104369 0.89 @ D89140-0131HK 40 2.54mm 2 12P7128 2.09 
@ 89114-0001 14 2.54mm 2 9104371 ee @ D89150-0031HK 50 2.54mm 2 12P7129 0.62 
@ 89116-0001 16 2.54mm 2 66H6823 0.27 @ D89150-0131HK 50 2.54mm 2 12P7130 2.89 
@ 89120-0001 20 2.54mm 2 50H7127 0.62 For Use Price Each 
@ 89126-0001 26 2.54mm 2 9104375 EA Mfg. Part No. | Description Type With Stock No.|  1-1-9+ 
@ 89130-0001 30 2.54mm 2 78H4105 = @ D3448-89110 | 10 Positions | Strain Relief }D89 Series Wire-to-Board | 12P7100 0.35 
@ 89134-0001 34 2.54mm 2 78H4106 0.45 Receptacles 
@ 89140-0001 40 2.54mm 2 9401701 4.13 @ D3448-89116 | 16 Positions } Strain Relief | D89 Bie i Nh dad 12P7102 0.35 
‘eceptacles 
pial = = : a ae © 03448-80120 | 20 Positions | Strain Relief |D89 Series  Wire-to-Board| 12P7103 | 0.83 
@ 89150-0001 50 2.54mm 2 78H4107 1.74 Receptacles 
@ D3448-89126 | 26 Positions } Strain Relief | D89 Series Wire-to-Board | 12P7104 0.35 
Receptacles 
> CONTINUED > > CONTINUED > 
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D89 SERIES 0.100” x 0.100” WIRE MOUNT IDC SOCKETS (CONT.) 


CONNECTORS & ACCESSORIES 


FLAT/FLEX RIBBON CABLE CONNECTORS 


D2500 SERIES 0.100” x 0.100” LOW-PROFILE FOUR-WALL HEADERS 


For Use Price Each (CONT.) 
Mfg. Part No. | Description Type With Stock No.|  1-1-9+ 3M™ D2500 series low-profile four-wall headers are available in through-hole vertical or right-angle and surface 
7 - - = : mount vertical designs. All feature a black, high temperature glass-filled polyester (PBT and PCT) housing, 
© 03448-89130 | 30 Positions | Strain Relief ) D89 ae ti eal 12P7105 0.35 flammability rated UL 94V-0. Brass contacts are plated with 10" gold in wiping area, 40-120y" matte tin on 
— —_ sae! ss saa solder tails, and underplated with 50-100" nickel, . Mates with 3M™ D89 series wire mount IDC sockets; 
@ D3448-89134 | 34 Positions | Strain Relief | D89 — en 12P7106 0.35 ordered separately. Current rating: 2A. Temperature range: -55°C to + 105°C. UL recognized. 
‘eceptacles = 
oH al : : No. of Price Each 
@ D3448-89140 | 40 Positions | Strain Relief | D89 pe to-Board | 12P7107 0.35 Mfg. Part No. Contacts Pitch Rois Stock No. acre 
© 03448-89150 | 50 Positions | Strain Relief |D89 Series  Wire-to-Board| 12P7108 | 0.83 Header, Surface Mount 
Receptacles @ D2510-6V0C-AR-WD 10 2.54mm 2 12P7050 3.05 
PIM_135990 @ D2514-6V0C-AR-WD 14 2.54mm 2 12P7053 1.43 
@ D2516-6V0C-AR-WD 16 2.54mm 2 12P7056 ‘exe 
0.100” x 0.100” POLARIZED WIRE MOUNT SOCKETS @ D2520-6VOC-AR-WE 20 2.54mm 2 12P7059 1.63 
oi @ D2526-6V0C-AR-WF 26 2.54mm 2 12P7062 1.49 
ais @ D2534-6V0C-AR-WF 34 254mm 2 12P7068 2.26 
Compliant @ D2540-6V0C-AR-WG 40 254mm 2 12P7071 2.43 
Avallable © .D2550-6V0C-AR-WG 50 254mm 2 12P7074 273 
Header, Through Hole 
@ D2510-6002-AR 10 2.54mm 2 12P7051 2.45 
Sanit CHG2016 @ D2510-5002-AR 10 2.54mm 2 12P7049 183 
@ 2-Row Socket with Polarized Body e@ Accommodate Discrete Wire or Notched Flat Cable @ 02514-6002-AR iE 2.54mm 2 EEE = 
© Mate with 3M Brand Headers and Plugs © Compatible with Military Polarized Body @ 02514-5002-AR 14 2.54mm 2 12P7052 ‘lil? 
@ Twin IDC Slots @ D2516-6002-AR 16 2.54mm 2 12P7057 1.18 
ie. oR aS mfg. se nos. nb eerie ae ae a stranded at 24 AWG; - KCP for = @ D2516-5002-AR 16 254mm 2 42P7055 1.62 
x ioe peat lousing color: grey. -0 rated.Order series pistol-grip activator tool separately; @ D2520-6002-AR 0 254mm 2 12P7060 2.93 
a @ D2520-5002-AR 20 2.54mm 2 12P7058 ‘ilsee 
noo [Price Each 7902526-6002-AR 26 2.54mm 2 42P7063 1.32 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ adlae : 2 
Receptacle, IDC / IDT, Wiremount with Centerbump, 24 - 22 AWG @ 02526-5002-AR 26 2.54mm 2 12P7061 1.46 
@ CHG2010J01010KEP 10 254mm 2 48F3035 | 10.53 ©'102530-6002-AR 30 2.54mm 2 12P7066 1.64 
© CHG-2014-J01010-KEP 14 254mm 2 34H3366 6.55 @ DAs -0002AR 34 2p4mim 2 ZEeLOGY 3.18 
@ CHG2016J01010KEP 16 254mm 2 48F3036 6.27 @'02540-6002-AR a 2.64mim Z EAB 1.57 
@ CHG2020J01010KEP 20 264mm 2 48F3037 9.98 @ 02540-5002-AR 40 254mm 2 OR) 1.57 
@ CHG-2024-J01010-KEP 24 2.54mm 2 0108123 8.47 © D2550-6002-AR 50 2.54mm 2 12P7075 1.48 
@ CHG2026J01010KEP 26 2.54mm 2 18C3845 9.18 @ D2550-5002-AR 50 2.54mm 2 12P7073 2.31 
@ CHG2034J01010KEP 34 2.54mm 2 48F3038 10.00 PIM_136065 
@ CHG2040J01010KEP 40 2.54mm 2 48F3040 14.77 
@ CHG2050J01010KEP 50 2.54mm 2 18C3846 6.06 2mm (0.079”) 158 SERIES IDC RIBBON CABLE SOCKETS 
@ CHG-2064-J01010-KEP 64 2.54mm 2 7005500 22.97 @ Insulation material: Gray, High temperature glass filled polyester 
Receptacle, IDC /IDT, Wi with Centerbump, 28 - 26 AWG © Rammabily Ue 
eCEPIACIE, » Wiremount with Lenterbump, 20 = © Contact: Gold plated copper alloy Hie hae 
@ CHG-2010-J01010-KCP 10 2.54mm 2 65H6820 9.81 © Current rating: 1A Available 
@ CHG-2020-J01010-KCP 20 2.54mm 2 96B1674 7.06 @ Insulation resistance: > 100 MOhm at 500 VDC 
= @ Withstanding voltage: 500 VACrms 
@ CHG2026J01010KCP 26 2.54mm 2 1803843 9.16 @ Temperature range: -55°C to +105°C 
© CHG-2040-J01010-KCP 40 2.54mm 2 20K7860 10.58 This new line of 2 mm pitch Ribbon Cable to PCB 
PIM. 40672 interconnects consists of an IDC style cable mount 
_ socket (158 Series) and a shrouded PCB header 
in multiple configurations (159 Series). 158 Series 
TYPE CHG ASSEMBLY HEAD ribbon cable sockets terminate to 3M 3625 Series 


cable and provides a reliable ribbon cable to board 

interface in a variety of applications. Versions 

supplied with pre-assembled cover and packaged 

on 3M’s unique “sword pack” enable higher speed termination operations (vs. traditional separated cover 
termination methods). Available in 8 through 50 positions. Contacts are 30u" gold plated copper alloy. They 
mate to 159 Series shrouded headers. 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Receptacle, IDC / IDT 
Use to assemble discrete wire to type CHG wire mount sockets. @ 158210-0120 ‘0 2mm 2 SMU) a 
Forllsa Price Each @ 158220-0120 20 2mm 2 5174150 — 
Mfg. Part No. With Stock No. (areca @ 158226-0120 26 2mm 2 5174151 A, 
Hand @ 158234-0120 34 2mm 2 5174152 ee 
3624-42 3M 3586-12 Pistol Grip 98F9330 = © 158250-0120 50 2mm 7 5174153 = 
PIM_68344 For Use Price Each 
Mfg. Part No. | Description Type With Stock No. 1+ 
” ” 3448-15810 10 Way Strain Relief | 158 Series Ribbon Cable Socket | 5114173 SS 
rari DE ARE LOY CERCEIES POPE MALE oN 3448-15820 | _20Way _| Strain Relief | 158 Series Ribbon Cable Socket | 5174174 ma 
3448-15826 26 Way Strain Relief | 158 Series Ribbon Cable Socket | 5174175 ney 
Gee sinpiat 3448-15834 | _34Way _ | Strain Relief | 158 Series Ribbon Cable Socket | 5174176 = 
Avaliable 3448-15850 | 50Way | Strain Relief | 158 Series Ribbon Cable Socket | 5114177 = 
cW us 3448-15808 8 Way Strain Relief | 158 Series Ribbon Cable Socket | 5174172 -— 
PIM_197708 


Off 


Through-Hole, Vertical Through-Hole, Right-Angle Surface Mount 


@ Space saving low-profile design 

© Choice of through-hole vertical or right-angle and 
surface mount vertical configurations 

© Center slot polarization for quick connections while 
minimizing mis-insertions 


@ Dual slot polarization offers broader compatibility 
with other polarization designs 

@ High temperature housing suitable for “no-lead” 
soldering 
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CONNECTORS & ACCESSORIES 
FLAT/FLEX RIBBON CABLE CONNECTOR 


2mm (0.079”) 159 SERIES SHROUDED HEADERS 


RoHS _ 
Compliant 
Available 


Thru-Hole Right Angle 


SMT Vertical . 
Thru-Hole Vertical 


@ Housing material: Black, High temperature glass 
filled LCP 

@ Flammability: UL 94V-0 

© Contact: Gold plated copper alloy 


© Current rating: 1A 

© Insulation resistance: > 100 MOhm at 500 VDC 
© Withstanding voltage: 500 VACrms 

© Temperature range: -55°C to +105°C. 


159 Series Shrouded Boardmount Headers are designed to maximize design flexibility while minimizing the PCB 
footprint. They are available in vertical or right angle through hole and vertical SMT configurations in 8 through 
50 positions. Contacts are 30u” gold plated copper alloy. They mate to the 158 Series ribbon cable sockets; 
order separately online or call. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-9+ _ 

Header, Surface Mount 

@ 159110-2012 10 2mm 2 5174157 = 

@ 159120-2002 20 2mm 2 5174160 = 

@ 159126-2002 26 2mm 2 5174163 = 

@ 159134-2002 34 2mm 2 5174166 as 
Header, Through Hole 

@ 159108-5012 8 2mm 2 5174155 eS 

@ 159110-5012 10 2mm 2 5174158 = 

@ 159120-5002 20 2mm 2 5174161 eS 

@ 159126-5002 26 2mm 2 5174164 aS 

@ 159126-6002 26 2mm 2 5174165 = 

@ 159134-5002 34 2mm 2 5174167 = 

@ 159134-6002 34 2mm 2 5174168 = 

@ 159150-5002 50 2mm 2 5174170 sas 

@ 159150-6002 50 2mm 2 5174171 ns 
PIM_197709 


PAK 100 7800 SERIES 0.100” x 0.100” 2-ROW PC BOARD 


CONNECTORS 
@ Fits standard 0.100” x 0.100” header pin layout RoHS 
@ Uses less board area than 4-row design Thin Getimoiat 
@ 7.3mm terminated height for applications Wi, Wy, ony Available 
requiring low profile off the board » yy Cy © 
e@ Accommodates 28AWG solid and stranded cable y,, 7 ~ AY @ 
© Current rating: 1A Ly, y// 
© Temperature rating: -55°C to +105°C P is 
© Color : Gray ~ 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1+ 
Header, IDC / IDT 
@ 7810-0000PR 10 2.54mm 2 84K8125 1.82 
@ 7820-0000PR 20 2.54mm 2 10M8281 3.33 
@ 7826-0000PR 26 2.54mm 2 18M8272 411 
@ 7840-0000PR 40 2.54mm 2 18M8278 5.25 
PIM_89681 


PAK 100 3000 SERIES WIRE MOUNT SOCKET CONNECTORS 


@ Industry standard IDC socket 

© Positive locking metal “J” clips provide high cover 
retention 

@ Mates with 3M headers, plugs and pin strips for 
quick connect/disconnect capability 

© Open or closed end covers available 

© Accepts flat cable or discrete wire 

© Military polarization, with or without centerbump 

@ Transfer adhesive on covers provides precision 
alignment between connector and cables resulting 
in high yield terminations 

@ Availability of pull tab to facilitate proper 
unplugging 

© Availability of 2 types of strain relief (standard and 
low profile) to isolate the IDC interface 

@ Set the standard for MIL spec and IEC standardization 


RoHS 
Compliant 
Available 


0.100 x 0.100” (2.54 x 2.54) industry standard IDC polarizing socket connectors are available center-bumped or 
standard, in sizes 10 to 60 contacts, with open or closed end covers. Both standard socket and center-bumped 
socket connectors can be used with mating 3M headers and plug connectors. Accommodates flat cable or 
discrete wires. Wire accommodation: 26 AWG solid or stranded, 28 AWG solid or stranded. UL recognized, file 
E68080; CSA certified. Order clip-on strain reliefs separately below. 
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PAK 100 3000 SERIES WIRE MOUNT SOCKET CONNECTORS (CONT.) 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 


Receptacle, IDC / IDT, Center-Bump & Military Polarizing Slots (Open End) with Plastic Strain 
Relief 


@ 3473-6610 10 2.54mm 2 94F8884 3.64 
@ 3399-6626 26 2.54mm 2 94F8852 5.01 
Receptacle, IDC / IDT, Center-Bumped Polarizing (Closed End) 

@ 3473-7600 10 2.54mm 2 90F 1476 3.36 
@ 3385-7600 14 2.54mm 2 90F 1460 2.87 
@ 3452-7600 16 2.54mm 2 90F 1462 3.10 
@ 3421-7600 20 2.54mm 2 90F 1453 4.85 
@ 3626-7600 24 2.54mm 2 90F1455 4.06 
@ 3399-7600 26 2.54mm 2 90F 1456 4.42 
@ 3419-7600 30 2.54mm 2 90F 1458 5.06 
@ 3414-7600 34 2.54mm 2 90F1465 6.74 
@ 3417-7600 40 2.54mm 2 90F 1467 6.67 
@ 3425-7600 50 2.54mm 2 90F 1468 12.30 
@ 3334-7600 60 2.54mm 2 90F 1470 12.20 
Receptacle, IDC / IDT, Center-Bumped Polarizing (Open End) 

@ 3473-6600 10 2.54mm 2 46F4655 3.90 
@ 3385-6600 14 2.54mm 2 46F4656 = 
@ 3452-6600 16 2.54mm 2 46F4657 4.16 
@ 3421-6600 20 2.54mm 2 46F4658 4.62 
@ 3626-6600 24 2.54mm 2 87F3891 5.53 
@ 3399-6600 26 2.54mm 2 46F4659 4.18 
@ 3414-6600 34 2.54mm 2 46F4661 7.77 
@ 3417-6600 40 2.54mm 2 46F4662 451 
@ 3425-6600 50 2.54mm 2 46F4663 7.97 
@ 3334-6600 60 2.54mm 2 46F4664 Adkz2 


Receptacle, IDC / IDT, Military Polarizing (Closed End) with Plastic Strain Relief 


@ 3417-7040 40 2.54mm 2 46F8376 8.48 


Receptacle, IDC / IDT, Military Polarizing (Open End) with Plastic Strain Relief 


@ 3385-6014 14 2.54mm 2 46F8322 1.82 
@ 3421-6020 20 2.54mm 2 46F8286 3.62 
Receptacle, IDC / IDT, Military Polarizing Slots (Closed End) 
@ 3473-7000 10 2.54mm 2 46F8305 2.29 
@ 3385-7000 14 2.54mm 2 90F1459 2.87 
@ 3452-7000 16 2.54mm 2 90F1461 3.10 
@ 3421-7000 20 2.54mm 2 90F1463 3.41 
@ 3626-7000 24 2.54mm 2 90F1454 4.06 
@ 3399-7000 26 2.54mm 2 46F8368 4.42 
@ 3414-7000 34 2.54mm 2 90F 1464 6.74 
@ 3417-7000 40 2.54mm 2 90F 1466 7.92 
@ 3425-7000 50 2.54mm 2 46F8395 9.86 
@ 3334-7000 60 2.54mm 2 90F 1469 12.20 
Receptacle, IDC / IDT, Military Polarizing Slots (Open End) 
@ 3473-6000 10 2.54mm 2 46F8392 2.43 
@ 3385-6000 14 2.54mm 2 87F3897 2.68 
@ 3452-6000 16 2.54mm 2 46F8354 2.91 
@ 3421-6000 20 2.54mm 2 46F8438 3.24 
@ 3626-6000 24 2.54mm 2 87F3890 3.88 
@ 3399-6000 26 2.54mm 2 46F8318 4.19 
@ 3419-6000 30 2.54mm 2 87F3898 4.80 
@ 3414-6000 34 2.54mm 2 46F8439 6.20 
@ 3417-6000 40 2.54mm 2 46F8440 7.58 
@ 3425-6000 50 2.54mm 2 90F8811 11.57 
@ 3334-6000 60 2.54mm 2 87F3899 11.72 
For Use Price Each 
Mfg. Part No. Type With StockNo. | 1-1-9 _ 
@ 3490-4 Pull Tab 0.100" x 0.100" Wiremount Sockets 19M8489 ho? 
@ 3448-3010 Strain Reliet 3M IDC Socket 3473 46F4665 0.38 
@ 3448-3014 Strain Relie! 3M IDC Socket 3385 46F4666 0.86 
@ 3448-3016 Strain Relie 3M IDC Socket 3452 46F4667 0.99 
@ 3448-3020 Strain Relie! DC Socke 46F4668 1.07 
@ 3448-3026 Strain Relie! DC Socke 46F4669 1.24 
@ 3448-3030 Strain Relie! 3M IDC Socket 3419 46F4670 0.12 
@ 3448-3034 Strain Relie! 3M IDC Socket 3414 46F4671 0.65 
@ 3448-3040 Strain Reliet 3M IDC Socket 3417 46F4672 1.63 
@ 3448-3050 Strain Reliet 3M IDC Socket 3425 46F4673 1.84 
@ 3448-3060 Strain Reliet 3M IDC Socket 3334 46F4674 1.88 
@ 3490-2 Pull Tab 0.100" x 0.100” Wiremount Sockets 46F8378 0.88 
@ 3490-5 Pull Tab 0.100” x 0.100” Wiremount Sockets 46F8419 0.59 
@ 3490-1 Pull Tab 0.100” x 0.100” Wiremount Sockets 48M1292 151 
@ 3448-3024 Strain Relie! 3M IDC Socket 3626 87F3892 0.74 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 
FLAT/FLEX RIBBON CABLE CONNECTORS 


PAK 100 3000 SERIES WIRE MOUNT SOCKET CONNECTORS (CONT.) PAK-50 P50E SERIES BOARD MOUNT PLUGS (CONT.) 
© 3435-0 Keying Plug | 501 Series Compact Wiremount Socket | 92F1501 0.25 : Rei aaa raeee ss re and Unmating : Sa Maat ba a 
PIM_8508 @ Ribbon Contact Design 


Mate to P25E series IDC sockets, ordered separately. Contact resistance: 30 mOHMs. Current rating: 0.5 A. 
Black, glass-filled nylon body, rated UL 94V-0. Temperature range: -55°C to +105°C. 


929 SERIES BOARD MOUNT SOCKETS - 
3M No. of Contact Contact Price Each 
Mfg. Part No. Contacts | Material Plating Stock No. 1-24+ 
Gepeinoiat Wire to Board, Plug, Through Hole Right Angle 
Available @ P50E-034P1-SR1-EA 34 Copper Gold Plated Contacts 96K2161 os 
Al @ P50E-040P1-SR1-EA 40 Copper | Gold Plated Contacts | 96K2163 7.52 
@ P50E-050P1-SR1-EA 50 Copper Gold Plated Contacts 96K2165 8.02 
@ P50E-068P1-SR1-EA 68 Copper Gold Plated Contacts 96K2168 9.56 
@ P50E-080P1-SR1-EA 80 Copper Gold Plated Contacts 96K2170 10.52 
. : a @ P50E-100P1-SR1-EA 100 Copper Gold Plated Contacts 96K2172 12.29 
7 oe AIC Contaets : ove e ters Ud Wire to Board, Plug, Through Hole Vertical 
© Tin-Lead Plating or Gold Plating Over Nickel © Withstanding Voltage: 1500Vrms @ PS0E-040P1-S1-EA 40 Copper | Gold Plated Contacts | 96K2164 5.91 
@ Black Polybutylene Terephthalate (PBT) Insulation © Temperature Range: -40°C to +105°C. @ P50E-068P1-S1-EA 68 Copper Gold Plated Contacts 96K2169 8.50 
Mate with standard 0.025” round or square post headers. UL recognized. @ P50E-080P1-S1-EA 80 Copper Gold Plated Contacts 96K2171 951 
No. of Price Each @ P50E-100P1-S1-EA 100 Copper | Gold Plated Contacts | 96K2173 11.04 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ PIM 8778 
Receptacle - Through Hole - Gold Plated Contacts _ 
ee ~ — | : | tuar tees (0.100 x 0.100” FOUR-WALL SHROUDED LATCH/EJECTOR 3 fl 
Receptacle - Through Hole - Tin Plated Contacts HEADERS 
© 929974-01-36-RK 36 2.54mm | 1 | 18M8296 4.90 Gee sinpian 
@ 929975-01-36-RK 72 2.54mm 2 34P2539 3.70 Available 
PIM_8399 AY G 
INTRACONNECTORS 3M 
Intraconnectors mate 0.1 x 0.1 "(254mm x 2.54mm) Straight Pin 
Peaieoeaiinetescens MMM GeBerpian pune 
ae ti Available Right Angle Pin 
+4 ff © Military (with 3M’s 3518 & N3518 polarizing key) @ High temperature insulator option suitable for “no 
4 and centerbump polarization lead” soldering operations 
© Optional ejector latches @ High temperature option suitable for refl ow 
No. of Price Each © Mounting holes for securing header to board soldering using “paste in hole” techniques 
Mfg. Part No. Contacts Pitch Stock No. 4-9+ © Optional polarizing posts available © Solder tail option 
Receptacle 0.100 x 0.100" (2.54 x 2.54) 4-wall, shrouded housing to prot ect against pin damage. 0.025” (0.635) square 
seas a rye oe 
— aceallly — Price Each 
@ 9225764011 40 eoam e5kZ0 = Mfg. Part No. oad Pitch Rows Stock No. 1+ 
99225165071 50 254mm enk202 = Header, Through Hole, Right Angle, 0.062 Thick Boards, No Latch / Ejector 
PIM_8351 3793-5002 10 2.54mm 2 66F3411 = 
3314-5002 14 2.54mm 2 46F4676 = 
PAK20 2mm WIREMOUNT SOCKETS 3408-5002 16 2.54mm 2 46F4677 =a 
© 2mm x2mm Grid Spacing oN 3428-5002 20 2.54mm 2 4GF4678 3.24 
pot lal cc RoHS 3429-5002 26 254mm 2 46F4679 = 
© Low Profile AMS Gepiinpen 3440-5002 30 254mm 2 46F4680 = 
© Pro-assembled Covers . © 3431-5002 34 2.4mm 2 46F4681 = 
Se 2 20 «| asim [2 [ar | 
voltage: 1000 Vrms at sea level. Temperature range: @ 3433-5002 50 2.54mm 2 46F 4683 9.96 
-55°C to +105°C. Mate with 2 mm pin strip headers; Header, Through Hole, Right Angle, High Temp, 0.062 Thick Boards, Long Roll Pin, Latch / 
order separately. Strain relief available; go online Ejector 
oF call . @ N3314-5302RB 14 2.54mm 2 34P5392 = 
‘ @ N3408-5302RB 16 2.54mm 2 13P0049 3.39 
No. of Price Each @ N3428-5303RB 20 2.54mm 2 34P5480 0.86 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ @ N3429-5302RB 2 eoAmin 2 ZOmezeG = 
Receptacle, IDC / IDT @ N3431-5302RB 34 2.54mm 2 20M8290 5.42 
@ 152210-0100-GB 10 2mm 2 2406857 1.68 @ N3432-5302RB 40 2.54mm 2 34P5573 6.33 
© 152212-0100-6B 12 2mm 2 3109512 2.93 a aA SERN el Zen “ BAKEz2S ES) 
© 152220-0100-GB 20 Sim ) 3109513 4.02 Header, Through Hole, Right Angle, High Temp, 0.062 Thick Boards, No Latch / Ejector 
@ 152226-0100-GB 26 2mm 2 3109514 3.95 @ N3793-5002RB 10 2.54mm 2 20M8302 1.71 
@ 152240-0100-GB 40 2mm 2 9201417 3.92 @ N3428-5002RB 20 2.54mm 2 20M8283 2.41 
@ 152244-0100-GB 44 2mm 2 97B3527 442 NSE 2r S00 a paca 2 lige 20 
@ 152250-0100-GB 50 2mm 2 3109515 556 @ N3431-5002RB 34 2.54mm 2 34P5539 3.72 
avin @ N3433-5002RB 50 2.54mm 2 52M9349 4.80 
= Lsaprtel Through Hole, Right Angle, High Temp, 0.062 Thick Boards, Short Roll Pin, Latch / 
je 
PAK-50 P50E SERIES BOARD MOUNT PLUGS @ N3314-5202RB 14 2.54mm 2 34P5390 274 
oi @ N3408-5202RB 16 2.54mm 2 34P5442 RY) 
RoHS @ N3429-5202RB 26 2.54mm 2 34P5509 3.44 
Geasinpian @ N3432-5202RB 40 2.54mm 2 34P5571 4.73 
@ N3433-5202RB 50 2.54mm 2 34P5604 5.11 
Header, Through Hole, Straight, 0.062 Thick Boards, Short Roll Pin, Latch / Ejector 
3429-6202 26 2.54mm 2 98F224 6.61 
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FLAT/FLEX RIBBON CABLE CONNECTORS 


0.100 x 0.100” FOUR-WALL SHROUDED LATCH/EJECTOR HEADERS (CONT.) PAK 100 N2500 SERIES 0.100” x 0.100” LOW PROFILE BOX HEADERS 


No. of Price Each (CONT.) 
Mfg. Part No. Contacts Pitch Rows StockNo. [1+ No. of Price Each 
Header, Through Hole, Straight, 0.094 to 1.25 Thick Boards, Long Roll Pin, Latch / Ejector Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
3429-6303 26 2.54mm 2 46F8425 4.08 Header, Through Hole, Right Angle, 0.062 [1.57] Thick Board 
Header, Through Hole, Straight, High Temp, 0.062 Thick Boards, Long Roll Pin, Latch / Ejector @ N2534-5002RB 34 2.54mm 2 19M5063 3.58 
@ N3793-6302RB 10 2.54mm 2 79K2364 2.75 @ N2540-5002RB 40 2.54mm 2 19M5065 —_ 
@ N3440-6302RB 30 2.54mm 2 76M8849 3.38 @ N2550-5002RB 50 2.54mm 2 19M5066 3.36 
@ N3372-6302RB 60 2.54mm 2 20M8281 6.41 @ N2560-5002RB 60 2.54mm 2 19M5068 3.25 
@ N3764-6302RB 64 2.54mm 2 34P5680 9.62 Header, Through Hole, Vertical, 0.062 [1.57] Thick Board 
Header, Through Hole, Straight, High Temp, 0.062 Thick Boards, No Latch / Ejector @ N2510-6002RB 10 2.54mm 2 18M6808 277 
@ N3793-6002RB 10 2.54mm 2 79K2362 2.34 @ N2514-6002RB 14 2.54mm 2 19M5056 2.87 
@ N3314-6002RB 14 2.54mm 2 69K7214 2.99 @ N2516-6002RB 16 2.54mm 2 18M6809 1.04 
@ N3408-6002RB 16 2.54mm 2 69K7217 2.69 @ N2520-6002RB 20 2.54mm 2 18M6810 1.96 
@ N3428-6002RB 20 2.54mm 2 69K7218 3.68 @ N2524-6002RB 24 2.54mm 2 19M5060 2.61 
@ N3627-6002RB 24 2.54mm 2 69K7224 2.91 @ N2526-6002RB 26 2.54mm 2 18M6811 3.59 
@ N3429-6002RB 26 2.54mm 2 69K7219 Sus @ N2534-6002RB 34 2.54mm 2 19M5064 3.53 
@ N3440-6002RB 30 2.54mm 2 19M1401 2.91 @ N2540-6002RB 40 2.54mm 2 18M6812 3.80 
@ N3431-6002RB 34 2.54mm 2 69K7220 3.70 @ N2550-6002RB 50 2.54mm 2 19M5067 4.65 
@ N3432-6002RB 40 2.54mm 2 69K7221 5.86 @ N2560-6002RB 60 2.54mm 2 19M5069 3.66 
@ N3433-6002RB 50 2.54mm 2 69K7222 7.32 Header, Through Hole, Vertical, 0.094 to 0.125 [2.39 to 3.18] Thick Board 
@ N3372-6002RB 60 2.54mm 2 69K7216 6.14 
Ejector Through Hole, Straight, High Temp, 0.062 Thick Boards, Short Roll Pin, Latch / @ N2510-6003RB 10 2.54mm 2 79K3530 O71 
@ N3432-6202RB 1 254mm 2 16M4737 7GE) @ N2526-6003RB 26 2.54mm 2 34P5353 2.31 
Header, Through Hole, Straight, High Temp, 0.094 to 1.25 Thick Boards, Long Roll Pin, Latch For Use | Price Each 
| Ejector Mfg. Part No. Type With Stock No. 1-1-9+ 
@ N3793-6303RB 10 2.54mm 2 20M8303 1.04 @ 3505-33 (1000 BX) | Long Snap-In-Latch | N2500 series, 4-wall headers | 21K2792 oS 
@ N3314-6303RB 14 2.54mm 2 78M8920 2.87 PIM_8510 
@ N3429-6303RB 26 2.54mm 2 20M8289 _ -—————____ -___- 
@ N3431-6303RB 34 2.54mm 2 20M8292 5.31 0.100 x 0.100” WIREMOUNT PLUG CONNECTORS 3M 
@ N3432-6303RB 40 2.54mm 2 20M8294 a ‘| : 
@ Shrouded to protect against physi- = 
@ N3433-6303RB 50 2.54mm 2 20M8297 5.73 cal and chemical pin damage oe 
For Use Pricelesch e basi hl closed end covers Geetinoiat 
Mfg. Part No. Type With Stock No.| 1-1-99+ © Optional ejector latches Al a) 
@ N3505-30 Ejector Latch 3000 Series Ejector Latch Headers | 20K9799 0.08 © Accepts flat cable or discrete wire 
@ 3505-33 (1000 BX)|Long Snap-In-Latch|  N2500 series, 4-wall headers | 21K2792 = : a oe pipet i ; > 
© N3505-31 Ejector Latch | 3M Shrouded Latch / Ejector PCB| 28H8658 | 0.06 be x 
Headers With Strain Relief 5 crae renineig aes e§ * 
@ N3505-30B Short Latch 3000 Series Four-Wall Headers 34P5644 0.44 © Optional metal strain relief oe 
@ 3518 BLACK Polarising Key _| 3M 2500 Series Four-Wall Headers | 46F8391 0.42 © Beryllium-Copper Contacts 
© 30y” Gold Plating s 
PIM_8509 Color: grey. Accommodate 26 or 28 
(Se ———— — AWG solid or stranded flat cable or 
discrete wire, order separately; go 


PAK 100 N2500 SERIES 0.100” x 0.100” LOW PROFILE BOX online or call. Mates with wire mount sockets and IDC sockets, order separately; go online or call. Order ejector 
HEADERS latches and polarization key separately below. UL recognized, CSA certified. 
ae No. of [Price Each 
eoriplant Mfg. Part No. Contacts Pitch Rows Stock No. 1-24+ 
AY Plug, IDC / IDT, w/Mounting Flange 
) @ 4610-6000 10 2.54mm 2 87F3990 2.66 
@ 4614-6000 14 2.54mm 2 87F3991 742 
@ 4616-6000 16 2.54mm 2 87F3992 — 
@ 4620-6000 20 2.54mm 2 87F194 10.30 
@ 4626-6000 26 2.54mm 2 87F3994 11.78 
@ 4634-6000 34 2.54mm 2 87F3974 14.38 
Right-Angle Pin Straight Pin @ 4640-6000 40 2.54mm 2 87F3975 15.95 
© Low profile, space saving design tion-prone environments @ 4650-6000 50 2.54mm 2 87F3976 18.94 
© Center slot polarization prevents mis-insertions e Optional high temperature insulator suitable for “no @ 4660-6000 60 254mm 2 87F3997 17.24 
and reduces insertion time lead” soldering operations 
@ Dual slot polarization means broader compatibility  @ High temperature option in through-hole version @ 4664-6000 64 2.54mm 2 87F3998 eco 
with competitive polarization designs (not 8 or suitable for “paste in hole” reflow soldering Plug, IDC / IDT, w/o Mounting Flange 
AO POS) ci 4 ; ae © 4610-6001 10 254mm 2 87F3999 3.66 
© Optional retainer clip for locking sockets in place © Exposed solder tails (on right angle version) 
and increasing connection reliability in vibra- provide ease of cleaning and reduced repair costs @ 4614-6001 14 2.54mm 2 87F4000 5.20 
Low-profile, space-saving 0.100 x 0.100” (2.54 x 2.54) headers feature 4-wall, shrouded housing. 0.025” (0.635) @ 4620-6001 20 2.54mm 2 87F4013 10.30 
Penne gor rae in wale tie a La on the biel ae Pins are pee ree “ . @ 4624-6001 24 2.54mm 2 87F4003 = 
i y joard. High temperature plastic insulator for vapor phase reflow process. Glass-filled polyester 
(PCT). UL recognized, CSA cettified. © 4626-6001 26 2.54mm 2 87F4004 11.78 
i @ 4630-6001 30 2.54mm 2 87F4005 9.15 
No ot Sse 3 254 2 87F192 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ © 4634-6001 earl 10.31 
Header, Surface Mount, Vertical @ 4640-6001 40 2.54mm 2 98F5902 15.95 
@ N2514-6V0C-RB-WD 14 2.54mm 2 34P5338 6.32 @ 4650-6001 50 2.54mm 2 87F193 18.94 
@ N2520-6V0C-RB-WE 20 2.54mm 2 34P5344 5.11 For Use Price Each 
Header, Through Hole, Right Angle, 0.062 [1.57] Thick Board Mfg. Part No. Type With Stock No. 1-1-9+ 
@ N2510-5002RB 10 254mm 2 18M6807 ee @ 3448-4610 Strain Relief 4600 Series Wiremount Plug Connectors | 46F8287 1.85 
@ N2514-5002RB 14 2.54mm 2 19M5055 2.93 @ 3518 BLACK | Polarising Key 3M 2500 Series Four-Wall Headers 46F8391 0.42 
@ N2516-5002RB 16 2.54mm 2 19M5057 pas @ 3448-4640 Strain Relief | 4600 Series Wiremount Plug Connectors | 87F4009 3.63 
@ N2520-5002RB 20 2.54mm 2 19M5058 3.75 @ 3448-4650 Strain Relief | 4600 Series Wiremount Plug Connectors | 87F4010 7.48 
@ N2526-5002RB 26 2.54mm 2 19M5061 3.94 @ 3448-4664 Strain Relief | 4600 Series Wiremount Plug Connectors | 87F4012 6.17 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 
FLAT/FLEX RIBBON CABLE CONNECTORS 


0.100 x 0.100” WIREMOUNT PLUG CONNECTORS (CONT.) AMP-LATCH SYSTEM 50 RIBBON CABLE-TO-BOARD 
For Use |Price Each © CONNECTORS 
Mfg. Part No. Type With Stock No. 4-4-9+ © Contact Mating Area Plating: Gold/Nickel over 
@ 3448-4614 | Strain Relief | 4600 Series Wiremount Plug Connectors | 87F4014 1.43 r patissee is oer Area Plating: Tin-Lead uritonizen bisTRiBUTOR 
© 3448-4616 Strain Relief 4600 Series IDC Connectors 87F4015 fbZ5 © Thermoplastic Housing, Flammability Rated Sezer 
@ 3448-4620 Strain Relief | 4600 Series Wiremount Plug Connectors 87F4016 1.88 UL 94V-0 Avalable 
a fiance strain Bele a nel Wiremount Plug Connectors SERSOIG ks a Aer ete a as steel latches. UL recognized. A 
@ 3448-4626 Strain Relief | 4600 Series Wiremount Plug Connectors 87F4018 1.79 BREE 
@ 3448-4634 sual Relief | 4600 Seffes Wiremount Plug Connectors 87F4020 7.01 Mfg, Part No. Pine Pitch Rows Gece aes 
@ 3505-16 Ejector Latch Ribbon Cable Plug Connectors 90F1471 0.23 
@ 3505-17 Ejector Latch Ribbon Cable Plug Connectors 94F3335 0.63 Receptac, PETET 
- @ 2-111196-5 10 1.27mm 2 42K6778 = 
parade @ 1-111196-8 20 1.27mm 2 70J9536 = 
@ 2-111196-8 24 1.27mm 2 42K6779 2.49 
AMP-LATCH UNIVERSAL INPUT/OUTPUT PIN Soper @ 2-111196-9 26 1.27mm 2 14M7987 9.03 
CONNECTORS waite a @ 2-111196-0 40 1.27mm 2 42K6774 12.91 
sree © 2-111196-1 50 127mm 2 42K6775 = 
Mee eine oe @ 2-111196-2 60 1.27mm 2 42K6776 7.48 
@ 3-111196-4 68 1.27mm 2 10M5729 19.17 
@ 3-111196-3 80 1.27mm 2 42K8669 15.64 
@ 2-111196-4 100 1.27mm 2 42K6777 = 
PIM_8001 
@ 1.27 (.050) centerline ribbon cable © Gold (30) over nickel plating 
© Phosphor bronze contacts 
—— PriceEach 4 AMP-LATCH NOVO RECEPTACLES 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Plug, IDC / IDT, with Mounting Ears 
@ 5111448-4 20 2.54mm 2 93K4144 1.59 AUTHORIZED DISTRIBUTOR 
@ 5111448-8 34 2.54mm 2 19R0970 = Gee eimoiat 
Plug, IDC / IDT, without Mounting Ears Available 
genes _[_a_|_ iam [7 ee WE 
s Z @ 0.100 x 0.100” Centers @ Dual-Beam Phosphor Bronze Contacts 
@ 1-111446-8 20 2.54mm 2 39M5446 6.70 ® Accepts 0.050” Centerline Ribbon Cable © Receptacle Consists of Housing and Cover 
@ 2-111446-0 26 254mm 2 97M4573 a © Accept Wire Size Range 28-26 AWG, Solid or © Mate with 0.025” Square or Round Pins 
; y e ss 
eens: = Gaull Teka on a. ae contacts. Novo dual Baie decral : shee mating 12.0 0z. 
@ 1-111446-7 50 2.54mm 2 16R8108 12.92 max./unmating 1.5 oz. min. Dual-beam phosphor bronze contacts are duplex-plated with 30” gold on mating 
For Use Priceleach end, tin-lead on termination end, with nickel underplate. Accept wire size range 28-26 AWG, solid or stranded; 
: -—_—___—— go online or call. Constructed of black, UL94V-0 rated thermoplastic. Black, UL94V-0 rated thermoplastic strain 
Mfg. Part No. Type With Stock No. 1-1-24+ reliefs, ordered separately below. Available in military-polarized, or center- and military-polarized configurations. 
@ 111451-3 Ejector Latch Universal I/O Pin Connectors 02E2132 0.59 nr Price Each 
@ 111451-1 Ejector Latch Universal I/O Pin Connectors 85C4833 0.71 Mfg. Part No. Contacts Pitch Rows Stock No. ocnee 
PIM_93046 Receptacle, IDC / IDT, Military & Center Polarized, 151” Gold Plated Contacts 
i ees @ 1658621-1 10 2.54mm 2 73K0102 1.62 
AMP-LATCH 2.0mm (0.079”) RIBBON CABLE RECEPTACLES © 1658621-2 14 2.54mm 2 73K6216 22S 
@ Hard Metric 2.0 mm x 2.0 mm (0.079" x 0.079") Mating Grid = TE © 1658621-3 16 2.54mm 2 82K8012 2.34 
e Accepts 1.0 mm (0.039") Pitch Ribbon Cable ; Sister @ 1658621-4 20 254mm 2 88K1531 143 
@ Insulation Displacement (IDC) Contacts of Beryllium Copper 
© Operating Temperature: -65°C to +105°C AUTHORIZED DISTRIBUTOR @ 1658621-5 24 2.54mm 2 16M2746 1.81 
@ UL Recognized, CSA Certified =e, Egeiinp liant @ 1658621-6 26 2.54mm 2 73K6217 2.69 
Feed-thru polarized and non-polarized receptacles. Available @ 1658621-7 30 254mm 2 46M2747 an 
seg em eats Ge assez | 25mm [2 [rani [7 
with all nickel underplating. Thermoplastic housing and termination cover, rated UL 94V-0. @ 1658621-9 40 2.54mm 2 73K3943 2.96 
No. of Price Each @ 1-1658621-0 50 2.54mm 2 73K3940 2.44 
Mfg. Part No. Contacts Pitch Rows Stock No. 41-9+ @ 1-1658621-1 60 2.54mm 2 10M5432 4.53 
Receptacle, IDC / IDT @ 1-1658621-2 64 2.54mm 2 73K6206 5.15 
@ 2-111626-4 8 2mm 2 54M6498 = Receptacle, IDC / IDT, Military & Center Polarized, 30” Gold Plated Contacts 
@ 1-111623-8 10 2mm 2 37K7400 3.46 @ 1658622-1 10 254mm 2 73K6219 1.55 
@ 1-111626-7 10 2mm 2 16M2620 6.29 @ 1658622-2 14 2.54mm 2 73K6220 2.64 
@ 1-111623-9 14 2mm 2 16M2619 4.59 @ 1658622-3 16 2.54mm 2 73K6221 2.49 
@ 2-111623-0 16 2mm 2 16M2802 = @ 1658622-4 20 254mm 2 73K6222 1.76 
@ 2-111626-5 16 2mm 2 16M2809 = @ 1658622-5 24 2.54mm 2 73K6223 2.83 
@ 1-111626-9 20 2mm 2 16M2621 6.27 @ 1658622-6 26 2.54mm 2 73K6224 2.72 
@ 2-111623-1 20 2mm 2 76K0872 6.99 @ 1658622-7 30 2.54mm 2 73K3939 2.82 
@ 2-111623-7 24 2mm 2 16M2807 6.07 @ 1658622-8 34 254mm 2 73K6225 3.62 
@ 2-111623-2 26 2mm 2 16M2803 10.13 @ 1658622-9 40 2.54mm 2 73K6226 3.68 
@ 2-111626-7 26 2mm 2 14M4118 pes @ 1-1658622-3 44 254mm 2 77M1879 3.86 
@ 2-111623-3 30 2mm 2 16M2804 = @ 1-1658622-0 50 2.54mm 2 73K6207 4.97 
@ 2-111623-4 40 2mm 2 16M2805 = @ 1-1658622-1 60 254mm 2 73K6208 6.05 
@ 2-111623-5 44 2mm 2 42K6781 7.34 @ 1-1658622-2 64 2.54mm 2 73K6209 5.58 
@ 2-111626-2 44 2mm 2 42K6782 9.07 Receptacle, IDC / IDT, Military Polarized, 151” Gold Plated Contacts 
@ 2-111623-6 50 2mm 2 16M2806 10.72 @ 1658620-1 10 2.54mm 2 73K6212 0.53 
@ 2-111626-3 50 2mm 2 16M2808 6.41 @ 1658620-2 14 254mm 2 03M5874 1.41 
PIM_8000 @ 1658620-3 16 2.54mm 2 36K3011 1.86 
@ 1658620-4 20 2.54mm 2 16M2745 1.65 
@ 1658620-5 24 2.54mm 2 73K6213 1.02 
@ 1658620-7 30 2.54mm 2 73K6215 3.78 
@ 1658620-8 34 2.54mm 2 70K7625 2.74 
@ 1658620-9 40 2.54mm 2 36K3015 1.65 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


FLAT/FLEX RIBBON CABLE CONNECTORS 


AMP-LATCH NOVO RECEPTACLES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


AMP-LATCH® 609, 622, AND 636 SERIES RIBBON CABLE CONNECTORS 


No. of Price Each (CONT.) 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ No. of Price Each 
Receptacle, IDC / IDT, Military Polarized, 15” Gold Plated Contacts Mfg. Part No. Contacts Pitch Rows Stock No. 1-24+ 
@ 1-1658620-0 50 2.54mm 2 73K6204 3.87 Receptacle, IDC / IDT, 622 Series, Black, with Strain Relief 
@ 1-1658620-2 64 2.54mm 2 73K6205 3.32 @ 1658527-4 10 2.54mm 2 42K6626 2.83 
Receptacle, IDC / IDT, Military Polarized, 30,” Gold Plated Contacts @ 1658527-7 16 2.54mm 2 71M0786 4.32 
@ 1658623-1 10 2.54mm 2 73K6227 1.89 @ 1658527-8 20 2.54mm 2 73K6211 3.31 
@ 1658623-2 14 2.54mm 2 29M7327 0.85 @ 1-1658527-3 40 2.54mm 2 73K6203 = 
@ 1658623-3 16 2.54mm 2 73K6228 1.70 @ 1-1658527-5 50 2.54mm 2 57K6661 — 
@ 1658623-4 20 2.54mm 2 73K6229 1.55 Receptacle, IDC / IDT, 636 Series, Blue, with Strain Relief 
@ 1658623-5 24 2.54mm 2 16M2748 2.65 @ 1658528-5 26 2.54mm 2 87K6882 4.40 
@ 1658623-6 26 2.54mm 2 73K6230 3.14 @ 1-1658528-9 40 2.54mm 2 87K6877 4.54 
@ 1658623-7 30 2.54mm 2 16M2749 2.57 @ 1658528-8 50 2.54mm 2 87K6883 6.38 
@ 1658623-8 34 2.54mm 2 73K6231 3.61 For'lse Pricoeadh 
@ 1658623-9 40 2.54mm 2 73K6232 = Mfg. Part No. Type With StockNo. | 1-1-24+ _ 
© 1-1658623-0 50 254mm 2 HOMTSOS 3.63 @5088450-9 | Pull Tab | 40 Position Receptacles Without Strain Relief | 16M3984 0.77 
For Use Price Each @ 5088450-2 Pull Tab | 10 Position Receptacles Without Strain Relie' 17M8976 0.37 

Mfg. Part No. Type With Stock No. | 1-1-24+ @ 5088450-5 Pull Tab | 20 Position Receptacles Without Strain Reliet 17M9736 0.14 
@ 5088450-9 Pull Tab 40 Position Receptacles Without Strain Relief | 16M3984 0.77 @ 5088450-4 Pull Tab | 16 Position Receptacles Without Strain Reliet 19R0879 0.56 
@ 5088450-2 Pull Tab 10 Position Receptacles Without Strain Relief | 17M8976 0.37 @ 1-5088450-1 Pull Tab | 60 Position Receptacles Without Strain Relie' 21M5796 0.32 
@ 5088450-5 Pull Tab 20 Position Receptacles Without Strain Relief | 17M9736 0.14 @ 5088450-8 Pull Tab | 34 Position Receptacles Without Strain Relie' 34M2148 0.21 
@ 5088450-4 Pull Tab 16 Position Receptacles Without Strain Relief | 19R0879 0.56 @ 5088450-3 Pull Tab | 14 Position Receptacles Without Strain Relie' 34M2151 0.14 
@ 1-5088450-1 Pull Tab 60 Position Receptacles Without Strain Relief | 21M5796 0.32 @ 5088450-7 Pull Tab | 26 Position Receptacles Without Strain Reliet 47M3561 = 
@ 5088450-8 Pull Tab 34 Position Receptacles Without Strain Relief | 34M2148 0.21 @ 1-5088450-0 | Pull Tab | 50 Position Receptacles Without Strain Relief | 96K5040 0.08 
@ 5088450-3 Pull Tab 14 Position Receptacles Without Strain Relief | 34M2151 0.14 PIM_8355 
@ 5088450-7 Pull Tab 26 Position Receptacles Without Strain Relief | 47M3561 ae 
@ 499252-7 Strain Relief | Novo Receptacles, ECONOLATCH Receptacles | 90F4177 0.33 AMP-LATCH® VERTICAL EJECTOR HEADERS 
@ 1-499252-3 | Strain Relief | Novo Receptacles, ECONOLATCH Receptacles | 90F4178 0.76 = TE 
@ 499252-5 Strain Relief | Novo Receptacles, ECONOLATCH Receptacles | 90F4184 0.42 ne 
@ 499252-9 Strain Relief | Novo Receptacles, ECONOLATCH Receptacles | 90F4185 0.32 Mee ose 
@ 499252-8 Strain Relief | Novo Receptacles, ECONOLATCH Receptacles | 90F4186 0.28 RoHS _ 
@ 499252-2 _| Strain Relief | Novo Receptacles, ECONOLATCH Receptacles | 90F4187 0.20 Gee tinaian 
@ 1-499252-0 | Strain Relief | Novo Receptacles, ECONOLATCH Receptacles | 90F4188 0.26 A 7) 
@ 499252-3 Strain Relief | Novo Receptacles, ECONOLATCH Receptacles | 90F4189 0.48 
@ 1-499252-2 | Strain Relief | Novo Receptacles, ECONOLATCH Receptacles | 90F4190 ze 
@ 499252-6 Strain Relief | Novo Receptacles, ECONOLATCH Receptacles | 90F4191 0.35 
@ 499252-1 Strain Relief | Novo Receptacles, ECONOLATCH Receptacles | 90F5292 0.25 Straight Right Angle 
@ 499252-4 Strain Relief | Novo Receptacles, ECONOLATCH Receptacles | 90F5293 0.57 © Current Rating: 1A © Temperature Rating: -55° to +125°C 
@ 1-5088450-0 | Pull Tab 50 Position Receptacles Without Strain Relief | 96K5040 0.08 © Dielectric Strength: >1000Vrms 
PIM_8166 Vertical ejector design permits end-to-end soldering and uses minimum PC board space. Accommodates 


AMP-LATCH® 609, 622, AND 636 SERIES RIBBON CABLE 
CONNECTORS 


— fs 


connectivity 


AUTHORIZED DISTRIBUTOR 
RoHS — 
Compliant 
Available 
Nickel 


@ Glass-Reinforced Thermoplastic Housing, Flam- 
mability Rated UL 94V-0 


With Strain Relief 


© Beryllium Copper Contacts 

® Contact Mating Area Plating: Gold 30” Over 
Nickel 

© Contact Termination Area Plating: Tin-Lead Over 

Designed for mass termination of all types of flat cable to a variety of male headers in PCB applications 


which require repetitive connection and disconnection. Mechanical side-latched and polarization keyways. 
Tulip contacts provide up to 4 points of contact per conductor. Available with or without polarization tabs. UL 
recognized, CSA certified. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-24 _ 
Receptacle, IDC / IDT, 609 Series, Blue 
@ 2-1658526-9 16 2.54mm 2 16M2827 ae 
@ 1-1658526-2 20 2.54mm 2 16M2632 1.82 
@ 1-1658526-5 26 2.54mm 2 88K0968 5.05 
@ 1-1658526-8 34 2.54mm 2 73K6202 ae 
@ 2-1658526-3 50 2.54mm 2 52K4067 15.07 
Receptacle, IDC / IDT, 609 Series, Blue, with Strain Relief 
@ 1658526-5 10 2.54mm 2 42K6625 7.83 
@ 1-1658526-6 26 2.54mm 2 16M2633 10.73 
@ 1-1658526-9 34 2.54mm 2 93K1899 14.71 
@ 2-1658526-4 50 2.54mm 2 10M5487 as 
@ 2-1658526-2 50 2.54mm 2 16M3406 15.72 
Receptacle, IDC / IDT, 622 Series, Black 
@ 1658527-3 10 2.54mm 2 83K8839 4.54 
@ 2-1658527-3 20 2.54mm 2 93K2859 = 
> CONTINUED > 
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0.062” (1.57) thick PC boards. Straight- or right-angle solder tails available. Mates with female socket transition 
connectors with or without strain relief. 608 or 609 in mfg. part no. denotes short ejectors for mating connectors 


without strain relief; 606 or 607 denotes long ejectors for mating connectors with strain relief. Glass-filled 
thermoplastic housing, rated UL 94V-0, in choice of blue (mfg. part no. prefix 2- and 3-) or black (prefix 1- or 
no prefix). Phosphor bronze contacts with 30y” gold over 50” nickel in contact zone; tin-lead over nickel in 
termination area. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-24+ _ 
Header, Through Hole, Right Angle, Black 
@ 1761607-6 16 2.54mm 2 42K6748 = 
Header, Through Hole, Right Angle, Blue 
@ 2-1761607-3 10 2.54mm 2 42K6798 = 
@ 2-1761609-3 10 2.54mm 2 42K6804 6.44 
@ 2-1761609-5 14 2.54mm 2 42K6805 5.92 
@ 2-1761609-6 16 2.54mm 2 42K6806 2.58 
@ 3-1761607-3 40 2.54mm 2 16M2895 9.18 
Header, Through Hole, Straight, Black 
@ 1761606-3 10 2.54mm 2 42K6742 = 
@ 1761608-5 14 2.54mm 2 42K6752 = 
@ 1761606-5 14 2.54mm 2 42K6743 6.84 
@ 1761606-6 16 2.54mm 2 42K6744 5.01 
@ 1761606-7 20 2.54mm 2 42K6745 = 
@ 1-1761606-1 34 2.54mm 2 42K6503 = 
@ 1-1761608-1 34 2.54mm 2 42K6507 = 
@ 1-1761606-3 40 2.54mm 2 42K6504 9.10 
@ 1-1761608-3 40 2.54mm 2 42K6508 4.86 
@ 1-1761606-5 50 2.54mm 2 42K6505 = 
@ 1-1761606-6 60 2.54mm 2 73M8539 = 
Header, Through Hole, Straight, Blue 
@ 2-1761606-3 10 2.54mm 2 42K6794 = 
@ 2-1761608-3 10 2.54mm 2 42K6800 = 
@ 2-1761606-5 14 2.54mm 2 16M2830 4.78 
@ 2-1761606-7 20 2.54mm 2 42K6796 = 
@ 2-1761608-7 20 2.54mm 2 42K6802 7.07 
@ 2-1761606-8 24 2.54mm 2 16M2831 6.73 
@ 2-1761606-9 26 2.54mm 2 42K6797 6.05 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 
FLAT/FLEX RIBBON CABLE CONNECTORS 


AMP-LATCH® VERTICAL EJECTOR HEADERS (CONT.) AMP-LATCH® EJECTION-STYLE PIN HEADERS (CONT.) 
No. of Price Each No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-24+ Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header, Through Hole, Straight, Blue Header, Through Hole, Straight, 0.110” Long Posts, 151” Gold Plating 
@ 2-1761608-9 26 2.54mm 2 42K6803 8.54 @ 5102153-4 20 2.54mm 2 42K6973 De 
@ 3-1761608-0 30 2.54mm 2 16M2897 — @ 5102153-6 26 2.54mm 2 42K6974 = 
@ 3-1761608-1 34 2.54mm 2 16M2898 8.78 @ 5102153-9 40 2.54mm 2 42K6976 — 
@ 3-1761606-3 40 2.54mm 2 42K6866 _— Header, Through Hole, Straight, 0.110” Long Posts, 301” Gold Plating 
PIM. 32998 @ 5102154-1 10 2.54mm 2 42K6977 1.66 
@ 5102154-2 14 2.54mm 2 16M3182 qe 
@ 5102154-3 16 2.54mm 2 93K7976 1.72 
AMP-LATCH® EJECTION-STYLE PIN HEADERS een on Sein 5 TaKESTE cr 
connectivity @ 5102154-5 24 2.54mm 2 19R0893 3.03 
Dee Geos @ 5102154-6 26 2.54mm 2 42K6979 1.65 
RoHS. © 5102154-7 30 2.54mm 2 19R0894 3.46 
Ose © 5102154-8 34 254mm 2 42K6980 5.18 
AY & @ 5102154-9 40 2.54mm 2 42K6981 5.61 
@ 1-5102154-0 50 2.54mm 2 42K6520 5.55 
@ 1-5102154-2 64 2.54mm 2 16M2657 7.45 
Header, Through Hole, Straight, 0.110” Long Posts with Long Ejector Latch, 15,” Gold 
Straight Plating 
Right-Angle @ 5499922-1 10 2.54mm 2 42K7212 a 
© Dual-Polarized Universal Ejection-Style Pin © Straight-Thru or Right-Angle 0.025” (0.64 mm) @ 5499922-2 14 2.54mm 2 87K0563 0.72 
Headers Square Posts @ 5499922-5 24 2.54mm 2 26M8449 1.05 
© 0.100 x 0.100" (2.54 mm x 2.54 mm) Centers © 0.240" (6.10 mm) Mating Post Length © 5499922-6 6 254mm 2 42K7215 DAA 
contac plated with 20," gold on pespin maing end, bight lead on feminafon end. Contacts mate wih _@ 154000220 80 2.4mm 2 4axes2a | 8.69 
0.025” (0.64) square or round pins with 0.245” (6.22) maximum and 0.195” (4.95) minimum lengths. Rated: 1 A. @ 1-5499922-2 64 2.54mm 2 17R0741 10.71 
Temperature range: -55°C to +105°C. Order latches and polarizer separately below. Mate with MOD IV center Header, Through Hole, Straight, 0.110” Long Posts with Long Ejector Latch, 30” Gold 
polarized double-row housings; order separately. UL recognized, CSA certified. Plating 
No. of |PriceEach = @ 5499206-1 10 2.54mm 2 42K7198 = 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ @ 5499206-2 14 254mm 2 72K6550 = 
Header, Through Hole, Right Angle, 0.110” Long Posts, 15” Gold Plating @ 5499206-3 16 2.54mm 2 72K5873 a 
@ 5102159-1 10 2.54mm 2 42K6982 1.17 @ 5499206-4 20 254mm 2 42K7199 5.34 
© 5102159-3 16 2.54mm 2 50P9378 2.36 © 54992065 m1 254mm 2 19R2335 ann 
© 5102159-6 26 2.54mm 2 42K6984 3.86 @ 5499206-6 26 2.54mm 2 42K7200 8.31 
@ 1-5102159-0 50 2.54mm 2 73M8540 = @ 5499206-7 30 2.54mm 2 88M9926 6.37 
Header, Through Hole, Right Angle, 0.110” Long Posts, 30” Gold Plating @ 5499206-8 34 2.54mm 2 42K7201 8.73 
© 5102160-1 10 cecal 2 BOMcIEs a © 5499206-9 40 254mm 2 40P9726 = 
@ 5102160-4 20 2.54mm 2 16M3185 2.62 @ 1-5499206-0 50 254mm 2 42K6527 971 
@ 5102160-6 26 2.54mm 2 16M3186 3.49 @ 1-5499206-1 60 2.54mm 2 42K6528 13.31 
© 5102160-8 34 2.54mm 2 163187 4.37 Header, Through Hole, Straight, 0.110” Long Posts with Short Ejector Latch, 15y” Gold 
@ 1-5102160-0 50 2.54mm 2 16M2658 6.19 Plating 
@ 1-5102160-2 64 2.54mm 2 16M2659 3.35 @ 5499910-1 10 2.54mm 2 42K7204 2.68 
Header, Through Hole, Right Angle, 0.110” Long Posts with Long Ejector Latch, 15,” Gold @ 5499910-2 14 2.54mm 2 42K7205 2.95 
Plating @ 5499910-3 16 2.54mm 2 42K7206 4.14 
© 5499786-1 10 254mm 2 eekr202 2.05 @ 5499910-4 20 254mm 2 02M0900 4.06 
@ 5499786-2 14 2.54mm 2 41N7372 4.59 © 54999105 2A 254mm 2 42K7207 Ge 
@ 5499786-4 20 2.54mm 2 42K7203 = © 5499910-6 26 2.54mm 2 42K7208 ms 
@ 5499786-5 24 2.54mm 2 71P5581 ens @ 5499910-8 34 254mm 2 498028 0.82 
@ 5499786-8 34 2.54mm 2 40P9727 8.65 @ 5499910-9 40 2.54mm 2 42K7209 = 
@ 1-5499786-0 50 2.54mm 2 48M5371 = @ 1-5499910-0 50 254mm 2 73M8542 zy 
tie Through Hole, Right Angle, 0.110” Long Posts with Long Ejector Latch, 30” Gold Ree Through Hole, Straight, 0.110” Long Posts with Short Ejector Latch, 30” Gold 
lating 
@ 5499141-1 10 2.54mm 2 19R2329 — @ 5499160-1 10 254mm 2 42K7195 1.29 
@ 5499141-4 20 2.54mm 2 65K8864 _ © 5499160-3 16 2.54mm 2 19M8021 = 
@ 5499141-6 26 2.54mm 2 19R2330 5.60 @ 5499160-4 20 254mm 2 19R2334 4.76 
© 5499141-8 34 254mm 2 eRe 6.89 © 5499160-8 34 254mm 2 42K7196 = 
@ 5499141-9 40 2.54mm 2 19R2332 ean @ 1-5499160-0 50 254mm 2 51M2716 11.10 
Header, Through Hole, Right Angle, 0.110” Long Posts with Short Ejector Latch, 15,1” Gold Header, Through Hole, Straight, 0.155” Long Posts, 15” Gold Plating 
Piatiny 7 xh 5 — © 1-5102155-0 50 254mm 2 47R0446 7.60 
er 71 — OSR5069 a Header, Through Hole, Straight, 0.155” Long Posts, 30” Gold Plating 
© 54999133 16 254mm 2 FOK7211 Baa @ 5102156-6 26 2.54mm 2 40P9639 4.00 
= @ 5102156-9 40 2.54mm 2 19R0904 eos 
dia a eee 2 OBR Az — Header, Through Hole, Straight, 0.155” Long Posts with Long Ejector Latch, 15” Gold 
@ 5499913-8 34 2.54mm 2 73M8564 5.15 Plating 
© 5499913-9 40 254mm 2 CUE = © 5499923-1 10 254mm 2 64M1913 2.53 
Header, Through Hole, Right Angle, 0.110” Long Posts with Short Ejector Latch, 301” Gold @ 5499923-3 16 2.54mm 2 19R2349 3.46 
el © 5499923-4 20 254mm 2 72M6906 = 
@5499345-1 | 10 | S4mm || ARGAG | 3.54 @ 5499923-6 26 254mm 2 19R2351 5.91 
@ 1-5499345-0 50 2.54mm 2 75M6285 es 
Header, Through Hole, Right Angle, 0.155” Long Posts with Long Ejector Latch, 30,” Gold sie = stl . betel ESD 
Plating : ; , @ 5499923-9 40 2.54mm 2 09P9161 6.06 
@ 5102322-3 16 254mm 9 49R0920 4.87 @ 1-5499923-0 50 2.54mm 2 20M0795 7.16 
Header, Through Hole, Straight, 0.110” Long Posts, 15” Gold Plating baie Through Hole, Straight, 0.155” Long Posts with Long Ejector Latch, 30” Gold 
es - a nes = © 5102321-1 10 254mm 2 42K6985 3.38 
@ 5102153-2 14 2.54mm 2 68K9304 = 
© 51021533 16 254mm 2 42K6972 a @ 5102321-2 14 2.54mm 2 23M2307 2.95 
@ 5102321-3 16 2.54mm 2 42K6986 ho2. 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 
FLAT/FLEX RIBBON CABLE CONNECTORS 


AMP-LATCH® EJECTION-STYLE PIN HEADERS (CONT.) 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 


Header, Through Hole, Straight, 0.155” Long Posts with Long Ejector Latch, 30” Gold 
Plating 


@ 5102321-4 20 2.54mm 2 42K6987 — 

@ 5102321-5 24 2.54mm 2 19R0916 = 

@ 5102321-6 26 2.54mm 2 19R0917 7.06 
@ 5102321-8 34 2.54mm 2 51M6932 6.09 
@ 5102321-9 40 2.54mm 2 13M4789 9.58 
@ 1-5102321-0 50 2.54mm 2 17R0452 14.23 
@ 1-5102321-2 64 2.54mm 2 13M4793 12.81 


Header, Through Hole, Straight, 0.155” Long Posts with Short Ejector Latch, 30” Gold 
Plating 


@ 5499374-6 26 2.54mm 2 51P2896 6.19 
For Use Price Each 
Mfg. Part No. Type With Stock No. | 1-1-24+ 

@ 102312-2 Ejector Latch | AMP-Latch Connector with Standard Cover 50F711 0.27 
@ 102312-1 Ejector Latch Receptacles Without Strain Relief 90F5236 0.22 
@ 102320-1 Ejector Latch Receptacles With Strain Relief 90F5237 0.35 
@ 499991-2 Polarizing Key Amp-Latch Headers 90F7584 we 

@ 102185-2 Ejector Latch | AMP-Latch Connector with Standard Cover | 91B4313 = 


PIM_8170 


AMP-LATCH® LOW PROFILE PC BOARD BOX HEADERS 


een 


Vertical 


ifs 


connectivity 


AUTHORIZED DISTRIBUTOR 


} RoHS 
Compliant 
Available 
WG 
Right Angle 


© Current Rating: 1A © Temperature Rating: -55° to +125°C 


© Dielectric Strength: >1000Vrms @ UL Recognized, CSA Certified 

Mates with female socket transition connectors in PC board applications, which require repetitive connection/ 
disconnection. Low profile design maximizes packaging density. Available with straight or right-angle solder tails 
for use with 0.062” (1.57 mm) thick PC boards. Fully shrouded to protect 0.102” (2.59 mm) long, 0.025” (0.635 
mm) square mating pins and assure positive polarization. Center polarization slot mates with center polarization 
tab on female connectors. Blue glass-filled thermoplastic housing (UL94V-0). Phosphor bronze contacts with 
30x” gold over 50y” nickel in contact zone; tin-lead over nickel in termination area. 

No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-9* 

Header, Through Hole 

@ 1761608-3 10 2.54mm 2 42K6751 = 

@ 2-1761603-3 10 2.54mm 2 42K6787 4.06 

@ 2-1761605-3 10 2.54mm 2 42K6792 ess 

@ 1761607-3 10 2.54mm 2 74K4575 6.31 

@ 2-1761603-5 14 2.54mm 2 42K6788 4.62 

@ 1761608-6 16 2.54mm 2 42K6753 5.57 

@ 2-1761606-6 16 2.54mm 2 42K6795 7.44 

@ 2-1761603-6 16 2.54mm 2 06M6904 = 

@ 1761607-7 20 2.54mm 2 42K6749 2.82 

@ 1761608-7 20 2.54mm 2 42K6754 = 

@ 2-1761603-7 20 2.54mm 2 42K6789 5.33 

@ 1761607-9 26 2.54mm 2 42K6750 3.20 

@ 1761608-9 26 2.54mm 2 42K8662 = 

@ 2-1761603-9 26 2.54mm 2 42K6790 5.07 

@ 2-1761605-9 26 2.54mm 2 16M2829 — 

@ 1761606-9 26 2.54mm 2 42K6746 —- 

@ 1761609-9 26 2.54mm 2 68K9300 = 

@ 3-1761603-1 34 2.54mm 2 42K8670 = 

@ 1-1761607-1 34 2.54mm 2 87K0903 10.24 

@ 3-1761603-3 40 2.54mm 2 42K6864 = 

@ 1-1761607-3 40 2.54mm 2 50P9937 = 

@ 1-1761609-3 40 2.54mm 2 42K6510 8.31 

@ 1-1761608-5 50 2.54mm 2 42K6509 5.31 

@ 3-1761603-5 50 2.54mm 2 42K6865 oe 

@ 3-1761605-5 50 2.54mm 2 16M2893 13.78 

@ 3-1761608-5 50 2.54mm 2 16M2899 11.63 
PIM_8364 
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AMP-LATCH HIGH-TEMPERATURE, LOW-PROFILE 
HEADERS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


Geptin ; 
Compliant 
Available 

‘6 
Wig 
© Dielectric Strength: >1000Vrms @ Sea Level 


@ Temperature Rating: -55°C to +125°C 
@ UL Recognized, CSA Certified 


Straight Pin Header 


© 0.100 x 0.100" Centers 

© Current Rating: 1A 

@ Insulation Resistance: >1 x 109 Ohms @ Sea 
Level 


636 series headers with either 0.38” (2.90mm) tails. Insulation material: glass-filled high-temperature 


thermoplastic. Color: black. Flammability rating of UL94V-0. Infrared and vapor phase compatible. Contacts: 
brass with 15” (min.) gold over 50y” (min.) nickel plating. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-24+ 
Header, Through Hole, Straight 
@ 1761681-3 10 2.54mm 2 60K7849 _ 
@ 1-1761681-3 40 2.54mm 2 60K7845 5.04 
PIM_8470 


AMP-LATCH LOW-PROFILE SHROUDED HEADERS 


igs 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


Low-Profile Right Angle 


Low-Profile Straight 

© 0.100" (2.54) Centers © Vertical and Right-Angle Versions Available 

® Square 0.025” (0.635) Drawn Wire Posts @ Single- and Double-Row Configurations 
Flame-retardant, black thermoplastic housing, UL94V-0 rated. Copper alloy contacts with 30u” or 15y” gold 
plating on mating area, tin-lead on solder area, with entire post underplated with nickel. 

No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-9* 

Header, Through Hole, Brass, Right Angle 

@ 1-5103310-0 50 2.54mm 2 39M4077 5.50 
Header, Through Hole, Brass, Right Angle, 151” Gold Plated 

@ 5103310-1 10 2.54mm 2 39M4087 1.86 
@ 5103310-2 14 2.54mm 2 394088 2.09 
@ 5103310-3 16 2.54mm 2 39M4090 1.17 
@ 5103310-6 26 2.54mm 2 02M5562 os 
@ 5103310-7 34 2.54mm 2 394091 4.28 
@ 5103310-8 40 2.54mm 2 39M4092 2.51 
Header, Through Hole, Brass, Right Angle, 301” Gold Plated 

@ 5103311-1 10 2.54mm 2 39M4093 = 
@ 5103311-5 20 2.54mm 2 05M3820 = 
@ 5103311-7 34 2.54mm 2 84K9424 = 
@ 5103311-8 40 2.54mm 2 39M4095 3.96 
Header, Through Hole, Brass, Straight, 15” Gold Plated 

@ 5103308-1 10 2.54mm 2 74K2109 an7S 
@ 5104338-1 10 2.54mm 2 73M8560 2.38 
@ 5103308-2 14 2.54mm 2 73K2063 2.07 
@ 5103308-3 16 2.54mm 2 02M5355 2.50 
@ 5103308-5 20 2.54mm 2 35M5125 1.70 
@ 1-5103308-3 24 2.54mm 2 39M4076 1.24 
@ 5103308-6 26 2.54mm 2 73K6771 che 
@ 5103308-8 40 2.54mm 2 96K4202 1.32 
@ 1-5103308-0 50 2.54mm 2 39M4074 4.76 
Header, Through Hole, Brass, Straight, 30” Gold Plated 

@ 5103309-1 10 2.54mm 2 96K2804 1.65 
@ 5103309-2 14 2.54mm 2 39M4084 0.99 
@ 5103309-5 20 2.54mm 2 83K8838 2.90 
@ 5103309-6 26 2.54mm 2 394086 2.69 
@ 5103309-7 34 2.54mm 2 02M6713 — 
@ 5103309-8 40 2.54mm 2 02M6715 ae 
@ 1-5103309-0 50 2.54mm 2 16M2660 3.94 
Header, Through Hole, Copper Alloy, Straight, 151” Gold Plated 

@ 5103308-7 34 2.54mm 2 12M5983 4.17 
Header, Through Hole, Copper Alloy, Straight, 30,1” Gold Plated 

@ 5103309-3 16 2.54mm 2 39M4085 2.66 
Header, Through Hole, Phosphor Bronze, Straight, 15” Gold Plated 

@ 5104338-4 20 2.54mm 2 32M6100 = 
@ 5104338-5 24 2.54mm 2 40P9641 4.04 
PIM_8180 
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AMP-LATCH DIP PLUGS 


= TE 


connectivity 


vdeo, it) tt tee 


AUTHORIZED DISTRIBUTOR 


Sapiens 
Compliant 
Available 
@ Phosphor Bronze Contacts with Tin Plating @ Thermoplastic Housing, Flammability Rated UL 
© Centerline, Matrix: 0.100"x 0.100” (2.54 mm x 94V-0 

2.54 mm) 
Wire-to-board DIP plugs mass terminate ribbon cable on 0.100” x 0.100” (2.54 mm x 2.54 mm) centers. 


Preassembled housing assembly features straight legs. Mfg. part no. 5476613-3 with cover. UL recognized, 
CSA certified. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header, IDC / IDT 
@ 2-746610-1 10 2.54mm 2 42K6837 2.25 
@ 2-746610-2 14 2.54mm 2 42K6838 = 
@ 1-746610-4 16 2.54mm 2 42K6572 0.41 
@ 5746613-3 16 2.54mm 2 42K7423 3.01 
@ 2-746610-3 24 2.54mm 2 42K6839 2.54 
@ 1-746610-6 26 2.54mm 2 42K6574 = 
@ 1-746610-8 34 2.54mm 2 42K6575 = 
@ 1-746610-9 40 2.54mm 2 42K6576 a 
@ 2-746610-0 50 2.54mm 2 42K6836 3.85 
Plug, IDC / IDT 
@ 746611-8 14 2.54mm 2 42K7908 Beil 
@ 746611-6 16 2.54mm 2 16M3429 5.63 
@ 1-746610-7 30 2.54mm 2 17R2059 1.85 
PIM_8171 


812 SERIES 0.100 x 0.100” IDC SOCKET 
CONNECTORS Amphenol 


Commercial Products 
RoHS 

Geeiinpia 

Available 

WE 


Meets MIL-C-83503/7B specifications. Compatible with 816 series headers; ordered separately. 0.100 x 
0.100"(2.54 x 2.54) contact spacing terminates to 0.050” (1.27) flat ribbon cable; order Amphenol Spectra- 
Strip® planar-ribbon cable separately. Center polarization and open-end covers for feed-thru and daisy-chain 
applications. 1A copper alloy contacts have 30y” gold-over-nickel plate in contact area, tin on termination end. 
Glass-filled PBT gray insulation rated UL94V-0. Fit 26 AWG stranded, 28 AWG solid/stranded, 30 AWG solid 
wire. UL recognized, CSA certified. Order strain relief and polarizing key separately below. 


CONNECTORS & ACCESSORIES 


FLAT/FLEX RIBBON CABLE CONNECTORS 


816 SERIES 0.100 x 0.100” 4-WALL LOCK/EJECTOR 
HEADERS Amphenol 
Commercial Products 


RoHS 

Compliant 

Available 
WE 


Headers for 0.062” (1.57) PC boards meet MIL-C-83503 specifications. Mate with IDC socket connectors; 
order separately. 1 A phosphor bronze contacts are 30” gold-over-nickel plated in contact area, tin solder 
plated on tails. Glass-filled PBT gray insulation, rated UL 94V-0. 0.100” x 0.100” (2.54 mm x 2.54 mm) contact 
spacing. Lock/eject latches, order separately below, reduce strain on cable and boards when removing mating 
connectors. UL recognized. CSA certified. Accommodates Amphenol Spectra-Strip® 0.050” (1.27 mm) planar 
ribbon cable; order separately. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-24+ 
Header, Through Hole, Right Angle 
@ 842-816-5032-035 50 2.54mm 2 88K1495 = 
Header, Through Hole, Vertical 
@ 8428161030035 10 2.54mm 2 88K1496 1.60 
@ 842-816-2030-035 20 2.54mm 2 88K2203 0.71 
@ 842-816-2630-035 26 2.54mm 2 88K1492 2.94 
@ 842-816-3430-035 34 2.54mm 2 88K1493 2.97 
@ 842-816-5030-035 50 2.54mm 2 88K2207 =F 
@ 842-816-6430-035 64 2.54mm 2 88K2208 = 
For Use Price Each 
Mfg. Part No. Description Type With Stock No. | 1-1-24+ 
842-800-1607-006 Long Ejector Latch | 816 Series Ejector Headers | 46F2724 — 
842-800-1607-005 Short Ejector Latch | 816 Series Ejector Headers | 46F2726 0.31 


PIM_8194 


QUICKIE™ 2.54mm (0.100”) IDC RECEPTACLES Amphenol 


FCi 
RoHS _ 
Compliant 
Available 


= IDC receptacles feature phosphor-bronze contacts plated with 30u” gold over nickel. Single-piece design for 
No. of ericelEach) low-applied cost. Hertz Dot increases contact integrity. Grey thermoplastic housing, flammability rated UL 94V-0. 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-24+ Current rating: 1A continuous. Insulation resistance: 50,000 MQ min. Contact resistance: 15 mQ max. Dielectric 
Receptacle, IDC / IDT withstanding voltage: 1000V min. Durability: 100 mating cycles. 
@ 842-812-1022-134 10 2.54mm 2 88K2197 = No. of Price Each 
@ 842-812-1422-134 14 2.54mm 2 88K1485 141 Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
@ 842-812-1622-134 16 2.54mm 2 88K2198 0.99 Receptacle, IDC / IDT, Central Key 
@ 842-812-2022-134 20 2.54mm 2 59K0539 0.81 @ 71600-106LF 6 2.54mm 2 62K7148 0.65 
@ 842-812-2622-134 26 2.54mm 2 10M8505 1.59 @ 71600-110LF 10 2.54mm 2 93K5001 1.28 
@ 842-812-3422-134 34 2.54mm 2 88K2199 0.59 @ 71600-114LF 14 2.54mm 2 93K5002 1.46 
@ 842-812-4022-134 40 2.54mm 2 88K1487 —= @ 71600-116LF 16 2.54mm 2 93K5003 1.51 
@ 842-812-5022-134 50 2.54mm 2 88K2200 = Receptacle, IDC / IDT, Central Key with Strain Relief 
@ 842-812-6422-134 64 2.54mm 2 88K2201 267 @ 71600-006LF 6 2.54mm 2 62K7135 1.03 
For Use PcolEach e FAG00-008LF 8 2.54mm 2 53K1475 123 
Mfg. Part No, Type With StockNo.| 44-24 © 71600-010LF 10 2.54mm 2 62K7136 1.48 
@ 842-800-1206-031| Strain Relief [812 Series IDC Socket Connector, 14] 01H9308 = @ 71600-016LF 16 2.54mm 2 62K7138 2.01 
Position @ 71600-020LF 20 2.54mm 2 62K7139 0.80 
@ 842-800-1206-039 | Strain Relief |812 Series IDC Socket Connector, 64} 01H9310 pas @ 71600-024LF 24 2.54mm 2 62K7140 0.75 
Fosion © 71600-026LF 26 254mm 2 62K7141 2.72 
@ 842-800-1206-030] Strain Relief }812 Series menses Connector, 10] 1302743 0.45 @ 71600-034LF 34 254mm 2 62K7143 aD 
© 842-800-1206-033] Strain Relief [812 Series IDC Socket Connector, 20| 46F2698 | 0.08 2m = cll . Seer ae 
Position @ 71600-050LF 50 2.54mm 2 62K7145 3.52 
@ 842-800-1206-034| Strain Relief }812 Series IDC Socket Connector, 26] 46F2699 0.11 @ 71600-060LF 60 2.54mm 2 57K8359 3.67 
Position @ 71600-064LF 64 2.54mm 2 62K7146 3.25 
© 842-800-1206-035) Strain Relief | 812 Series pei Connector, 34) 46F2700 fas Receptacle, IDC / IDT, Dual Entry Cover, Center Key & Dual Polarization 
© 842-800-1206-036| Strain Relief [812 Series IDC Socket Connector, 40] 46F2701| STE - eal 7 G2K882 22 
Position Receptacle, IDC / IDT, Dual Entry Cover, Center Key & Dual Polarization with Strain Relief 
@ 842-800-1206-037 | Strain Relief }812 Series IDC Socket Connector, 50] 46F2702 = © 66900-210LF 10 2.54mm 2 06M1680 1.03 
Position @ 66900-214LF 14 2.54mm 2 061681 2.06 
@ 842-800-1211-002 | Polarizing Key 812 Series IDC Socket Connectors 58K3377 0.22 @ 66900-216LF 16 254mm 2 06M1682 2.46 
PIM_8193 @ 66900-226LF 26 2.54mm 2 84K6376 2.49 
@ 66900-234LF 34 2.54mm 2 84K6378 4.73 
@ 66900-240LF 40 2.54mm 2 84K6379 3.76 
@ 66900-250LF 50 2.54mm 2 84K6381 4.69 
Receptacle, IDC / IDT, Dual Entry Cover, Dual Polarization 
@ 66900-110LF 10 2.54mm 2 62K6680 0.62 
> CONTINUED > 
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QUICKIE™ 2.54mm (0.100”) IDC RECEPTACLES (CONT.) 
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QUICKIE™ 2.54mm (0.100) SHROUDED EJECTOR LATCH Amphenol 


No. of Price Each HEADERS , ' FC i 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ * ek ear La alignment and m an 
: = : = eliminate damage during matin p- f 
Receptacle, IDC / IDT, with Central Key & Latching Strain Relief © Housing: Cine aed Re eget polyester + Sy Osan 
@ 71600-606LF 6 254mm 2 62K7220 0.80 @ Flammability rating: UL 94 V-0 We $ ie reer 
© 71600-610LF 10 2.54mm 2 62K7222 a : ll Temperature Range -65°C to +125°C M4" é Cal 
Receptacle, IDC / IDT, with Strain Relief fener i i * ail! 
P' s , © Standard latch mates with IDC receptacles with Se al 
@ 71600-306LF 6 2.54mm 2 62K7176 - strain reliefs , 
@ 71600-308LF 8 2.54mm 2 62K7177 1.28 No. of Price Each 
@ 71600-310LF 10 2.54mm 2 93K5009 0.85 Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
@ 71600-316LF 16 2.54mm 2 93K5010 1.06 Header, Through Hole 
PIM. 61283 @ 71918-106LF 6 2.54mm 2 43K4475 0.55 
@ 71918-108LF 8 2.54mm 2 62K7319 Mos 
@ 71918-110LF 10 2.54 2 62K7320 
QUICKIE™ 2.54mm (0.100”) SHROUDED LOW-PROFILE Amphenol mm pei 
HEADERS fc @ 71918-114LF 14 2.54mm 2 62K7322 0.86 
@ 0.100" (2.54mm) Centers FC | @ 71918-116LF 16 2.54mm 2 62K7323 DAD 
© Current Rating: 3A Continuous RoHS @ 71922-116LF 16 2.54mm 2 93K5024 — 
® Insulation Resistance: 10,000MO Minimum hvalebe, §—@ 71918-120LF 20 254mm 2 62K7326 1.94 
© Dielectric Withstanding Voltage: 500V Minimum 40 75d 2 62K7334 
Vertical headers feature recessed pins that © 71918-140LF sully 4.37 
provide proper alignment and eliminate damage @ 71922-140LF 40 2.54mm 2 43K4478 2.03 
during mating. End windows for latching with IDC @ 71918-144LF 44 254mm 2 62K7336 2.62 
receptacle. High-temperature, black thermoplastic = 
housing, flammability rated U L94V-0. Phosphor- @ 71918-150LF 50 2.54mm 2 62K7338 3.14 
bronze contacts plated with 15” gold in contact @ 71918-160LF 60 2.54mm 2 62K7340 2.69 
area and 150" tin/lead-plated on tails. PIM 116489 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
4 QUICKIE™ 2.54mm (0.100”) LOW PROFILE SHROUDED ~=Amphenol 
Header, Surface Mount HEADERS Fy 
© 52601-S10-8LF 10 2.54mm 88K2765 == @ Recessed pins assure proper alignment and FCi 
@ 52601-S14-8LF 14 2.54mm 84K5871 2.10 eliminate damage during mating Gein tee 
Header, Surface Mount, Gold Plated Contacts : a ila ee with na lees ‘Available 
lousing: Glass filled, thermoplastic polyester 
@ 52601-G10-8LF 10 2.54mm 2 74K0253 1.82 e Flammability rating: UL 94 v0 ea 
Header, Through Hole, 3.05 mm Tail Length © Pin: Phosphor bronze 
@ 52601-S10-4LF 10 2.54mm 2 84K5868 0.21 7 Pee ote over Hi deinsisit 
© 52601-814-4LF 14 254mm 2 84K5870 1.58 ecioha 2 
@ 52601-S16-4LF 16 2.54mm 2 84K5872 1.11 No. of Price Each 
= 0. of IRC TESCI 
@ 52601-820-4LF 20 254mm 2 ChE OM Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
@ 52601-S26-4LF 26 2.54mm 2 02M5178 2.11 Header, Surface Mount 
© 52601-S304LF = eodinm 7 pontiZig 3.08 © 72454-010LF 10 2.54mm 2 06M1973 1.87 
Header, Through Hole, 3.81 mm Tail Length Header, Through Hole 
© 52601-S10-6LF 10 eonuly 2 eakaaeg 1.68 © 75867-131LF 6 254mm 2 62K8087 1.08 
© 52601-S14-6LF “ oem 2 CAG 2.38 © 75869-131LF 6 2.54mm 2 62K8134 0.91 
© 52601-S16-6LF 16 Sonn 2 OGMiN208) 1.38 © 75869-101LF 10 264mm 2 93K5087 0.82 
@ 52601-S20-6LF 20 2.54mm 2 84K5874 0.33 @ 75869-103LF 16 254mm 2 93K5089 4.92 
PIM_61277 @ 75869-105LF 26 2.54mm 2 93K5091 a 
@ 75869-106LF 34 2.54mm 2 93K5092 2.70 
QUICKIE™ 2.54mm (0.100”) SHROUDED EJECTOR-LATCH Am p henol @ 75869-107LF 40 2.54mm 2 93K5093 3.04 
HEADERS FC : @ 75867-107LF 40 2.54mm 2 62K8079 1.49 
Shrouded vertical ejector-latch headers feature l PIM. 116493 


recessed pins that provide proper alignment and 
eliminate damage during mating. Phosphor-bronze 
contacts plated with 15u” gold in contact area and 
150” tin/lead on tails. High-temperature, black 
thermoplastic housing, flammability rated UL 94V-0. 
Current rating: 3A continuous. Insulation resistance: 
10,000 MQ minimum. Dielectric withstanding 
voltage: 1500V. 


RoHS 
Compliant 
Available 


MINI-PV™ 2.54mm (0.100”) SINGLE AND DOUBLEROW Amphenol 
MINI-LATCH HOUSINGS 


opin : 
Compliant 
Available 
© 
WG 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 41-9+ eenda Scie Dobie ten 
Header, Through Hole, 3.05 mm Tail Length 65039 Series Single Row 
@ 53610-S40-4LF 40 2.54mm 2 65K9344 4.08 Discrete crimp-to-wire housings on 0.100” (2.54) centers. Stackable end-to-end and side-to-side. Accept Mini- 
@ 53611-S50-4LF 50 254mm 2 62K6224 12.26 py™ receptacles, range 22-36 AWG and crimp-to-wire male pins 22-32 AWG, ordered separately, go online or 
Header, Through Hole, 3.81 mm Tail Length elt lien oe UL94V-1. Order mfg. part no. 65307-001 polarization plug separately 
@ 53611-S10-6LF 10 2.54mm 2 06M1217 LB For use with Mini-Latch housings. White nylon, rated UL 94V-0. UL recognized. 
@ 53611-S26-6LF 26 2.54mm 2 84K5908 3.40 No. of Price Each 
@ 53611-S34-6LF 34 2.54mm 2 62K6221 7.43 Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
@ 53611-S40-6LF 40 2.54mm 2 62K6223 7.05 Receptacle, Crimp, 65039 Series 
@ 53611-S50-6LF 50 2.54mm 2 62K6225 7.76 @ 65039-036LF 1 2.54mm 1 75K3004 = 
PIM_61278 @ 65039-035LF 2 2.54mm 1 68K9857 0.69 
@ 65039-034LF 3 2.54mm 1 99K0174 0.88 
@ 65039-033LF 4 2.54mm 1 84K6247 = 
@ 65039-032LF 5 2.54mm 1 84K6246 — 
@ 65039-031LF 6 2.54mm 1 84K6245 0.85 
@ 65039-030LF 7 2.54mm 1 84K6244 0.34 
@ 65039-029LF 8 2.54mm 1 84K6243 0.62 
@ 65039-027LF 10 2.54mm 1 84K6242 = 
> CONTINUED > 
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MINI-PV™ 2.54mm (0.100”) SINGLE AND DOUBLE ROW MINI-LATCH 


CONNECTORS & ACCESSORIES 


FLAT/FLEX RIBBON CABLE CONNECTORS 


MINI-PV™ 2.54mm (0.100”) CRIMP-TO-WIRE CONTACTS (CONT.) 


HOUSINGS (CONT.) Contact Contact Price Each 
No. of Price Each Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ Socket - Crimp, High Spring Force, 40y” Gold 

Receptacle, Crimp, 65039 Series @ 47743-000LF | 22 AWG to 26 AWG | Copper Alloy | Gold Plated Contacts | 72K2273 0.57 

@ 65039-025LF 12 2.54mm 1 84K6240 0.08 Socket - Crimp, Standard Spring Force 

@ 65039-021LF 16 2.54mm 1 84K6237 0.72 @ 47747-000LF | 22 AWG to 26 AWG | CopperAlloy | Tin Plated Contacts | 84K5741 0.46 
Receptacle, Crimp, 65043 Series Socket - Crimp, Standard Spring Force, 15y” Gold 

@ 65043-035LF 4 2.54mm 2 84K6258 = @ 48251-000LF | 22 AWG to 26 AWG | Copper Alloy | Gold Plated Contacts | 72K2286 0.49 

@ 65043-034LF 6 2.54mm 2 84K6257 0.85 Socket - Crimp, Standard Spring Force, 30u” Gold 

@ 65043-033LF 8 2.54mm 2 78K7135 0.87 @ 48238-000LF | 28 AWG to 32AWG | CopperAlloy | Gold Plated Contacts | 72K2285 0.06 

@ 65043-031LF 12 2.54mm 2 72K2785 —- @ 48235-000LF | 22 AWG to 26 AWG | Copper Alloy | Gold Plated Contacts | 84K5749 0.44 

@ 65043-030LF 14 254mm 2 84K6255 1.82 Socket - Crimp, Standard Spring Force, 40” Gold 

@ 65043-029LF 16 2.54mm 2 84K6254 1.61 @ 47745-000LF | 22 AWG to 26 AWG Brass Gold Plated Contacts | 72K2274 0.87 

@ 65043-027LF 20 2.54mm 2 84K6253 3.23 Socket - Crimp, Ultra-High Spring Force 

@ 65043-025LF 24 2.54mm 2 84K6252 1635) @ 47750-000LF | 22 AWG to 26 AWG | Copper Alloy | Tin Plated Contacts | 53K1418 0.41 

@ 65043-024LF 26 2.54mm 2 84K6251 1.25 Socket - Crimp, Ultra-High Spring Force, 15y” Gold 

@ 65043-022LF 30 2.54mm 2 72K2782 0.49 @ 48257-000LF 22 AWG to 26 AWG | Copper Alloy | Gold Plated Contacts | 68K1816 0.57 

@ 65043-020LF 34 2.54mm 2 72K2781 2.28 Socket - Crimp, Ultra-High Spring Force, 30u” Gold 

@ 65043-017LF 40 2.54mm 2 72K2779 1.94 @ 48239-000LF | 28AWG to 32AWG | Copper Alloy | Gold Plated Contacts | 84K5751 0.29 

@ 65043-012LF 50 2.54mm 2 75K3041 4.56 @ 48236-000LF | 22 AWG to 26 AWG | Copper Alloy | Gold Plated Contacts | 72K2284 0.48 

@ 65043-007LF 60 2.54mm 2 72K2777 5.03 PIM_8372 

@ 65043-001LF 72 2.54mm 2 72K2776 2.09 

Receptacle, Crimp, 65846 Series, Polarized SEK 18 SERIES FLAT CABLE CONNECTORS sam 
@ 65846-015LF 6 2.54mm 2 84K6282 0.20 

— Features: 

© 65846-016LF 8 2.54mm 2 84K6283 2.13 ® Center polarization fi HARTING 
@ 65846-010LF 10 2.54mm 2 84K6280 2.06 © Strain relief clamp 

© 65846-007LF 14 2.54mm 2 84K6278 2.73 ls aa 

© 65846-008LF 18 254mm 2 84K6279 112 « Meet IEC 60 603-13 Serta 
@ 65846-006LF 20 2.54mm 2 74K3037 3.41 Specifications: 

© 65846-001LF 24 254mm 2 84K6274 3.25 Si rere 

@ 65846-019LF 26 2.54mm 2 84K6285 0.65 ° Rated UL 94\-0 

@ 65846-002LF 30 2.54mm 2 69K0782 3.27 © Temperature range: -55°C to 

© 65846-022LF 34 254mm 2 84K6286 4.45 mea 

@ 65846-024LF 40 2.54mm 2 84K6287 2.39 

@ 65846-005LF 54 2.54mm 2 84K6277 6.35 

Receptacle, Crimp, 67954 Series, Polarized No. of | Price Each 
@ 67954-002LF 3 254mm 1 84K6411 0.18 Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Receptacle, Crimp, 69176 Series, Polarized Receptacle, IDC / IDT 

69/76 06LE 6 264mm 7 72K3295 Ae @ 09185066813 6 2.54mm 2 88K2089 1.39 

© 69176-008LE 8 254mm 2 80K4639 naa © 09185106813 10 2.54mm 2 88K2090 2.00 

@ 69176-010LF 10 254mm 2 84K6490 1.60 @ 09185206813 20 2.54mm 2 88K2091 2.84 
© GO176-014LE 14 264mm 2 84K6491 aay © 09185266813 26 2.54mm 2 88K2092 2.95 

© 69176-016LF 16 254mm 2 72K3296 2.35 eISSN sas bell 2 BSK208S SEI 

© 69176-020LE 20 264mm 2 74K3055 EG © 09185506813 50 2.54mm 2 93K7629 3.86 

@ 69176-030LF 30 254mm 2 72K3301 4.86 @ 09185646813 64 2.54mm 2 88K1304 7.06 
Receptacle, Crimp, 78211 Series, Polarized PIM_69615 

@ 78211-003LF 3 2.54mm 1 84K6838 0.94 

@ 78211-004LF 4 2.54mm 1 84K6839 1.28 LAT-CON™ 0.050 “ AND 0.100” CENTERLINE IDC & PANCON 
@ 78211-005LF 5 2.54mm 1 84K6840 4.32 CONNECTORS 2] CONNECTORS 
@ 78211-006LF 6 254mm 1 84K6841 1.13 . esl Poieae ee Saas , 

For Use Price Each © Contact material: copper alloy Available 
Mfg, Part No. Type With Stock No. 1-1-9+ ® Contact plating: 15)" gold over AL @ 
5 an 7 nickel 
@ 65307-001LF Polarising Key Mini PV Connector Housings 80K4633 0.35 © Meet MIL-C-83503 specifications 


PIM_8416 


MINI-PV™ 2.54mm (0.100") CRIMP-TO-WIRE CONTACTS Amphenol 


FCi 
Geesimoiat 
Available 
WG 


For use with Mini-Latch housings 
(ordered separately). Mate with 0.025” 
square pins. Available in tin/lead or a 
variety of gold platings. Current rating: 
3A continuous. UL recognized, CSA 


@ UL recognized, CSA certified 

Lateral entry reduces termination time 
up to 70%. Designed for 0.050” center, 
28 AWG stranded flat cable. Insulation 
displacement contact provide gas tight 
connections. Mate with LAT-CON™ 
headers; ordered separately below. 
Easily installed with mfg. part no. 
MCP5 termination press and mfg. part 
no. CPD64F50FM LAT-CON™ die; go online or call. Order strain reliefs separately below. 


eu No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header, Through Hole 
@ 050-010-153A 10 2.54mm 2 89F2241 = 
Contact Contact Price Each @ 050-016-153A 16 2.54mm 2 93K7613 — 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-94 Receptacle, IDC / IDT 
Socket - Crimp, High Spring Force @ 050-010-455 10 2.54mm 2 88K2069 = 
@ 47715-000LF 22 AWG to 26 AWG Brass Tin Plated Contacts | 62K6036 0.30 @ 050-020-455 20 2.54mm 2 93K7614 = 
Socket - Crimp, High Spring Force, 15” Gold @ 050-034-455 34 2.54mm 2 88K2072 = 
@ 48254-000LF | 22AWG to 26 AWG | Copper Alloy | Gold Plated Contacts | 84K5757 0.44 @ 050-050-455 50 2.54mm 2 88K2073 = 
Socket - Crimp, High Spring Force, 30u” Gold 
@ 48234-000LF | 22 AWG to 26 AWG | Copper Alloy | Gold Plated Contacts | 84K5748 0.87 
> CONTINUED > > CONTINUED > 
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FLAT/FLEX RIBBON CABLE CONNECTORS 


LAT-CON™ 0.050 “ AND 0.100” CENTERLINE IDC CONNECTORS (CONT.) MAS-CON® 0.100” AND 0.156” CENTERLINE MOLDED WAFER HEADERS 
For Use Price Each (CONT.) 
Mfg. Part No. | Description Type With Stock No. 1-1-9 ° eal ees CL, 12.5 A for 0.156 CL : Heel bene : +105°C 
© 050-000-010 | 10Way | Strain Relief Bracket | Series 050 Sockets | 44F4362 = © Polyester, Rated UL 94V-0 Perea ee Star 
© 050-000-050 50 Way Strain Relief Bracket | Series 050 Sockets | 44F4369 sas Straight and right angle wafer headers in flat, polarized and locking versions. Formed square copper alloy pin is 
PIM_8775 post plated with 200 y” tin over nickel. Breakable to any length and end-to-end stackable. Additional circuit sizes, 
header styles, and plating options are available; go online or call. 
Price per 
” +L) 
Oe LrORe AND 0.156” CENTERLINE IDC PANCON Naot Pkg. 
Durable GieiNGon'e Pepe CONNECTORS Mfg. Part No. Contacts Pitch Rows Stock No. 1-4+ 
© Durable ylon Housing, Rate RoHS 7 
UL 94V.2 Osan Header, Through Hole, Locking, Pack of 1 
© Operating Temperature: -55°C to Available @ MLSS100-2-D 2 2.54mm 1 36B7005 = 
+105°C A Header, Through Hole, Locking, Pack of 100 
@ UL Recognized, CSA Certified, ISO G 
9001 Certified @ MLSS100-6-C 6 2.54mm 1 94F3104 — 
For mass termination of discrete wire and @ MLSS156-6-C 6 3.96mm 1 94F2791 aon 
notched flat cable. Pre-loaded insulation @ MLSS-100-8-C 8 2.54mm 1 94F2789 = 
displacement copper alloy contacts are 10 a 
200 yu” tin-plated over nickel. Color-coded SMESSIOIING - ig eal 1 esneald 
ribs for AWG size identification. Dielectric Header, Through Hole, Locking, Pack of 500 
withstanding voltage: 2.0k VAC for 0.100” @ MLSS100-3-D 3 2.54mm 1 48F5022 = 
CL, 3.0k VAC for 0.156” CL minimum @ MLSS156-3-D 3 396mm 7 48F5026 
between adjacent contacts. Available = _ = 
in circuit end or circuit through style. @ MLSS100-4-D 4 2.54mm 1 48F5023 = 
Additional circuit sizes and plating options @ MLSS100-5-D 5 2.54mm 1 48F5024 =a 
are also available; go online or call. Sold in 
package quantities listed in table below. Header, Through Hole, Pack of 500 
EDT @ MFSS100-2-D 2 2.54mm 1 48F5020 = 
No. of Pkg. @ MFSS100-4-D 4 2.54mm 1 48F5021 = 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-4+ PIM_8881 
Receptacle, IDC / IDT, 0.100” Centerline, Pack of 1 ————————— SS 
peace : call ! ee zs MAS-CON® CONNECTOR INSTALLATION TOOLS PANCON 
@ CE100F22-3-DB 3 2.54mm 1 93B0535 = 4] 
CONNECTORS 
@ CE100F22-8-CB 8 2.54mm 1 25C7533 es 
Receptacle, IDC / IDT, 0.100” Centerline, Pack of 100 
@ CE100F22-6-C 6 2.54mm 1 67F933 Bes 
@ CE100F24-10-C 10 2.54mm 1 83F6907 = 
@ CE100F22-10-C 10 2.54mm 1 83F6906 a 
Receptacle, IDC / IDT, 0.100” Centerline, Pack of 500 
@ CE100F22-2-D 2 2.54mm 1 98F3593 = 
@ CE100F24-2-D 2 2.54mm 1 48F5009 = CTD-100F MRT-156F 
@ CE100F22-3-D 3 2.54mm 1 52F2189 = 
@ CE100F24-3-D 3 2.54mm 1 48F5010 _ MCT 
@ CE100F22-4-D 4 254mm 1 48F5008 = Mfg. part no. MCT manual hand tool for use with interchangeable CTD-xxxx nose sections individually 
= terminates discrete wires into MAS-CON® end connectors. Automatically indexes to next circuit position. Order 
@ CE100F22-5-D 5 2.54mm 1 52F2193 = mfg. part nos. CTD-100F, CTD-156F interchangeable nose sections separately below. 
Receptacle, IDC / IDT, 0.156” Centerline, Pack of 1 Forllce Price Each 
@ CE156F24-12-6 12 _|+ 830mnm L SBE C2 = Mfg. Part No.| Description With StockNo.| _4-4+ 
Receptacle, IDC / IDT, 0.156” Centerline, Pack of 100 MCT Handle CTD-100F or CTD-156F Nose Sections _| 67F994 = 
@ CE156F18-6-C 6 3.96mm l ARE = MRT-100F | Installation Tool | MAS-CON .100" IDC Wire to Board Connectors | 67F996 = 
@ CE156F22-6-C 7 eon u erhs60 i MRT-156F | Installation Tool MAS-CON .156" IDC Wire to Board Connectors | 67F997 = 
Receptacle, IDC / IDT, 0.156” Centerline, Pack of 500 CTD-100F | Nose Section |MAS-CON .100” IDC Wire to Board Connectors;| 67F992 = 
@ CE156F22-2-D 2 3.96mm 1 48F5017 = MCT & CTD Tools 
@ CE156F22-4-D 4 3.96mm 1 48F5018 as CTD-156F | Nose Section | MAS-CON .156” IDC Wire to Board Connectors; | 67F993 Ene 
= MCT & CTD Tools 
@ CE156F24-4-D 4 3.96mm 1 48F5019 ass 
PIM_8883 
For Use Price Each 
Mfg. Part No. | Description Type With Stock No.| 1-1-9+ 
@ EC100F-10-C | 10 Position | Snap-on Cover} — Mas-Con End Connectors 90B8042 = MMIT SERIES MANUAL INDEX TOOLS &Y PANCON 
@ EC100F-2 2 Position | Snap-on Cover Mas-Con End Connectors 27K9986 = Manually terminates full line of MAS- CONNECTORS 
@EC156F-2-D | 2Position | End Cover | Series CE/CT 0.156" Connectors | 36B6813 = CON® connectors, both end and 
@ EC156F-3-D | 3Position | End Cover | Series CE/CT 0.156" Connectors | 36B6819 |. eas ce ee 
@EC100F-4-D | 4 Position | Snap-on Cover Mas-Con End Connectors 36B6799 -— applications. Portable tool allows for 
@ EC156F-4-D | 4 Position | EndCover | Series CE/CT 0.156" Connectors | 36B6820 = on-site, factory, or remote use. Weighs 
@ EC156F-6-C | 6Position | End Cover | Series CE/CT 0.156" Connectors | 94F3603 | — Hessithen. 0.2 Ibs: 
@EC156F-8-C | 8 Position End Cover | Series CE/CT 0.156” Connectors | 36B6823 cae RISER 
- — F-8-C | 8Position |Snap-on Cover] Mas-Con End Connectors 94F2769 = Mig. Part No. pag atehtia 4 
2 Hand, 0.100 MAS-CON CE & CT, Red 
MMIT-100F Pancon Mas-Con CE & CT Connectors 95F3536 
MAS-CON® 0.100” AND 0.156” CENTERLINE & PANCON Hand, 0.156 MAS-CON CE & CT, Black 
MOLDED WAFER HEADERS 4] CONNECTORS MMIT-156F Pancon Mas-Con CE & CT Connectors 95F3537 = 


WE 


RoHS PIM_8811 
Compliant 
4 Available 


Straight Flat Straight Locking 
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CONNECTORS & ACCESSORIES 
FLAT/FLEX RIBBON CABLE CONNECTORS 


XG4 SERIES 2.54mm PCB AND FLAT Gepiinoiat XG4 SERIES 2.54mm PCB AND FLAT CABLE HEADERS (CONT.) 
CABLE HEADERS Available OoOmrROnN. No. of Price Each 
ELECTRONIC COMPONENTS Mfg. Part No. Contacts Pitch Rows Stock No. 1-94 
Header, Through Hole, Vertical with Long Locks 
@ XG4A-3031 30 2.54mm 2 89C8605 1.02 
@ XG4A-3431 34 2.54mm 2 05M2047 2.14 
@ XG4A-4031 40 2.54mm 2 89C8609 = 
@ XG4A-5031 50 2.54mm 2 88M4960 445 
XG4A Right Angle Thru-Hole @ XG4A-6431 64 254mm 2 88M4973 4.60 
XG4A Vertical Thru-Hole XG4A Right Angle Thru-Hole _ XS4C Right Angle Thru-Hole : 
- Two Tier For Use Price Each 
Mfg. Part No. | Description Type With Stock No. 1-1-9+ 
@ XG4Z-0002 as Lock Lever | XG4 and XG5 Series Connectors | 89C8666 0.68 
@ XG4S-1004 10 Way Strain Relief XG4E Connectors 88M5043 0.52 
@ XG4S-1604 16 Way Strain Relief XG4E Connectors 89C8654 0.61 
T a XG4E IDC Header PIM_142260 
i a Locking Latch 
seas eae el Thru-Hole cee Leen Senin XG4 AND XG5 SERIES 2.54mm Geptinoian omrRon 
© Rated Voltage: XG4E: 250 VAC, XG4A&XG4C: __® Dielectric Strength: 500VAC for 1 minute FLAT CABLE AND DISCRETE WIRE eae le 
300 VAC © Ambient Temperature Range: -55°C to 105°C CONNECTORS ELECTRONIC COMPONENTS 
XGé4 Series flat cable connectors are available in different variations including a dual port ejector header (XG4A) 
a space-saving box-type header (XG4C) and IDC cable mount header (XG4E) which can be used for relaying. 
An endless number of combinations when combined with XG5 Series IDC connectors for discrete wires. Box- 
type Plugs (XG4C) can be locked using Lock Levers. Conforms to MIL standard MIL-C-83503, UL recognized. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. [| 19+ _ 4 —— XG5M Disorete Wire 
Header, IDC / IDT, Vertical with Long Locks XGAM with Open-End Cover Pin in cage Receptacle 
@ XG4E-1031 10 2.54mm 2 88M4993 6.13 & Locks 
@ XG4E-1631 16 2.54mm 2 89C8629 5.31 
@ XG4E-2031 20 2.54mm 2 89C8630 8.05 
@ XG4E-2631 26 2.54mm 2 89C8631 7.28 
@ XG4E-3431 34 2.54mm 2 88M5001 7.24 
@ XG4E-4031 40 2.54mm 2 89C8633 9.36 
@ XG4E-5031 50 2.54mm 2 88M5003 11.02 IDC Tool 
@ XG4E-6031 60 2.54mm 2 88M5006 9.87 Semi Cover 
@ XG4E-6431 64 254mm 2 88M5010 9.64 @ Rated Current: XG4M: 1.04; XG5M: 3.0 650VAC for 1 min. : 
Hee Trugh Hl Rigi argl oe ee 
@ XG4C-1034 10 2.54mm 2 05M2049 1.12 © Dielectric Strength: 500VAC for 1 min.; XG5M: 
@ XG4C-1434 14 2.54mm 2 88m4980 1.15 XG4 Series flat cable connectors and XG5 Series IDC connectors for discrete wires can be combined into an 
@ XG4C-1634 16 2.54mm 2 05M2051 1.23 endless number of combinations. XG5 Series connectors features two-slot IDC construction with insulation 
o xcaCat 2 | 25 | 2 ee ee aT ent cee ersbe Rees Goda el nook 
@ XG4C-2634 26 2.54mm 2 89C8621 1.70 standards. 
@ XG4C-3034 30 2.54mm 2 88M4982 1.95 No. of Price Each 
@ XG4C-3434 34 2.54mm 2 88M4983 2.08 Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
@ XG4C-6034 60 2.54mm 2 88M4987 = Receptacle, IDC / IDT, for Discrete Wire 
@ XG4C-6434 64 2.54mm 2 89C8627 4.34 “eXG5M-1032N. | (10 + +| «254mm | 2 | soceeeo | 320. 
Header, Through Hole, Right-Angle, Dual Tier with Long Locks @ XG5M3432N 34 254mm 2 71M0031 5.39 
© XG4A-1439-A 28 2.54mm 4 88M4944 6.69 “excsms03N | 50. ~«| ~«254mm_ | 2 ~«|~S=CSSM7467 | 1064 
@ XG4A-2639-A 52 2.54mm 4 88M4952 10.38 Receptacle, IDC / IDT, with Socket Locks 
@ XG4A-5039-A 100 2.54mm 4 63P9059 16.17 @ XG4M-1030 10 2.54mm 2 89C8639 0.88 
Header, Through Hole, Right-Angle with Long Locks @ XG4M-1630 16 2.54mm 2 8908644 1.16 
@ XG4A-1034 10 2.54mm 2 88M4934 1.16 @ XG4M-2030 20 2.54mm 2 17M8255 0.70 
@ XG4A-1634 16 2.54mm 2 8908599 1.64 @ XG4M-2630 26 2.54mm 2 8908647 1.83 
@ XG4A-2034 20 2.54mm 2 89C8603 ere) @ XG4M4030 40 2.54mm 2 4258199 2.20 
@ XG4A-2634 26 2.54mm 2 88M4950 1.99 @ XG4M-5030 50 2.54mm 2 89C8651 3.02 
@ XG4A-3434 34 2.54mm 2 8908608 Bale Receptacle, IDC / IDT, with Socket Locks & Strain Relief 
@ XG4A-4034 40 2.54mm 2 05M2048 2.37 @ XG4M-1030-U 10 2.54mm 2 89C8640 es 
@ XG4A-6034 60 2.54mm 2 88M4967 4.03 @ XG4M-1430-U 14 2.54mm 2 05M2054 2.05 
@ XG4A-6434 64 2.54mm 2 88M4975 4.83 @ XG4M-2030-U 20 2.54mm 2 89C8646 2.56 
Header, Through Hole, Vertical @ XG4M-3430-U 34 2.54mm 2 55K4525 3.62 
@ XG4C-1031 10 2.54mm 2 89C8615 1.56 @ XG4M-5030-U 50 2.54mm 2 05M2057 5.71 
@ XG4C-1431 14 2.54mm 2 05M2050 -- @ XG4M-6030-U 60 2.54mm 2 88M5035 7.32 
@ XG4C-1631 16 2.54mm 2 89C8617 1.15 Receptacle, IDC / IDT, with Strain Relief 
@ XG4C-2031 20 2.54mm 2 89C8618 1.62 @ XG4M-1030-T 10 2.54mm 2 88M5025 = 
@ XG4C-2631 26 2.54mm 2 89C8620 2.39 @ XG4M-1430-T 14 2.54mm 2 89C8643 1.48 
@ XG4C-3031 30 2.54mm 2 88M4981 1.81 @ XG4M-1630-T 16 2.54mm 2 8908645 Bosh 
@ XG4C-3431 34 2.54mm 2 55K4512 2.08 @ XG4M-2030-T 20 2.54mm 2 37K5416 0.91 
@ XG4C-4031 40 2.54mm 2 89C8622 2.27 @ XG4M-2630-T 26 2.54mm 2 89C8648 eee) 
@ XG4C-5031 50 2.54mm 2 89C8625 3.85 @ XG4M-3030-T 30 2.54mm 2 88M5029 2.28 
@ XG4C-6031 60 2.54mm 2 88M4986 3.76 @ XG4M-4030-T 40 2.54mm 2 39C9758 2.33 
@ XG4C-6431 64 2.54mm 2 88M4990 417 @ XG4M-5030-T 50 2.54mm 2 55M8175 4.76 
Header, Through Hole, Vertical with Long Locks @ XG4M-6030-T 60 2.54mm 2 88M5034 4.18 
@ XG4A-1031 10 2.54mm 2 89C8597 1.70 @ XG4M-6430-T 64 2.54mm 2 21K6455 Bis 
@ XG4A-1431 14 2.54mm 2 05M2045 a 
@ XG4A-1631 16 2.54mm 2 05M2046 2.35 
@ XG4A-2031 20 2.54mm 2 89C8601 1.83 
@ XG4A-2631 26 2.54mm 2 89C8604 1.77 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 


FLAT/FLEX RIBBON CABLE CONNECTORS 


XG4 AND XG5 SERIES 2.54mm FLAT CABLE AND DISCRETE WIRE 
CONNECTORS (CONT.) 


For Use Price Each 
Mfg. Part No. | Description Type With StockNo.| 1-1-9 _ 
@ XG4zZ-0002 ei Lock Lever | XG4 and XG5 Series Connectors | 89C8666 0.68 
@ XG5S-1701 17 Position | Semi Cover XG5M Connectors 88M5082 0.38 
@ XG5S-2501 25 Position Semi Cover XG5M Connectors 88M5083 0.46 
@ XG5S-3001 30 Position | Semi Cover XG5M Connectors 88M5085 0.40 
@ XY2B-7006 | Simple IDC Tool XG5 Series Connectors 89C8813 | 122.83 
PIM_142263 


SMALL FORM FACTOR PLUGGABLE (SFP+) CONNECTORS 


1-2149490-5 


1-2007394-5 


@ Support Ethernet, Fiber Channel, and InfiniBand @ Reduce EMI up to 12 dBm within the 10-15 GHz 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SFP+ CONNECTORS AND CAGES (CONT.) 


FCl's SFP+ connectors & cages includes a 20 position, 0.8mm contact centerline spaced, SMT terminated card 
edge connector that is pick-n-place compatible. The EMI metal cages are offered in a single 1x1configuration 
and also in 1x2 and 1x4 ganged configurations. The 1x1 and 1x4 cage configurations are also offered with light 
pipes that allows for displaying network activity via LED's mounted on the system PCB. The edge card connector 
and cages are designed to meet all signal integrity requirements and EMI requirements as defined by the SFF- 
8431 and 8461 specifications. Robust EMI fingers are included with each cage port in order to assure a robust 
and reliable EMI shield & termination when placed through the chassis opening. 


No. of Contact Contact Tape Cut 
Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 
SFP, Receptacle, Surface Mount Right Angle 
@ 10099099-111LF 20 Phosphor Bronze | Gold Plated Contacts | 74R0442 1.07 
For Use Price Each 
Mfg. Part No. Type With StockNo. | 1-1-9+ 
@ 10099100-011LF Connector Cage / Frame SFP+ Connectors 74R0443 _ 
@ 10099101-011LF Connector Cage / Frame SFP+ Connectors 74R0444 = 
@ 10099102-011LF Connector Cage / Frame SFP+ Connectors 74R0445 = 
@ 10099103-011LF Connector Cage / Frame SFP+ Connectors 74R0446 os 
@ 10099104-011LF Connector Cage / Frame SFP+ Connectors 74R0447 = 
PIM_177399 


QSFP AND QSFP+ CONNECTORS AND CAGES 


connectivity 


AUTHORIZED DISTRIBUTOR 


standard applications for up to 16 Gb/s 


@ Improve thermal performance with enhanced side 


walls, vertical separators, and latch plate 


Gein : 

Compliant 
|- Available 
range with augmented latch plate = 


© Achieve improved electrical connection and 
product strength with reconfigured gasket retention 


© Outperform standard SFP+ cages by a 3% plate 
reduction in temperature 


Introducing an enhanced line of Small Form Factor Pluggable (SFP+) connectors with TE Connectivity's 
(TE) portfolio of 16 Gb/s connectors designed for the data communications industry. The new SFP+ stacked 
connectors feature upgrades designed to improve thermal performance and increase electromagnetic 
interference emission (EMI) containment, enabling communication equipment to operate more efficiently and 
deliver increased bandwidth. 


No. of Contact Contact Price Each 

Mfg. Part No. Contacts Material Plating Stock No. 1-4+ 
SFP+, Receptacle, Press Fit Right Angle, 2 Inner Light Pipes 
@ 1-2007492-6 40 Copper Gold Plated Contacts 20X5350 19.17 
@ 1-2007637-6 80 Copper Gold Plated Contacts 20X5358 30.48 
@ 1-2007394-6 160 Copper Gold Plated Contacts 20X5346 50.28 
@ 1-2007562-6 240 Copper Gold Plated Contacts 20X5354 76.32 
SFP+, Receptacle, Press Fit Right Angle, 2 Outer Light Pipes 
@ 1-2007492-7 40 Copper Gold Plated Contacts 20X5351 17.76 
@ 1-2007637-7 80 Copper Gold Plated Contacts 20X5359 26.76 
@ 1-2007394-7 160 Copper Gold Plated Contacts 20X5347 50.40 
@ 1-2007562-7 240 Copper Gold Plated Contacts 20X5355 75.01 
SFP+, Receptacle, Press Fit Right Angle, 4 Light Pipes 
@ 1-2007492-5 40 Copper Gold Plated Contacts 20X5349 = 
@ 1-2007637-5 80 Copper Gold Plated Contacts 20X5357 28.13 
@ 1-2007394-5 160 Copper Gold Plated Contacts 20X5345 61.79 
@ 1-2007562-5 240 Copper Gold Plated Contacts 20X5353 78.46 
@ 1-2149490-5 320 Copper Gold Plated Contacts 20X5361 111.57 
SFP+, Receptacle, Press Fit Right Angle, Inner Light Pipe 
@ 2180640-1 240 Copper Gold Plated Contacts 20X5362 85.81 
SFP+, Receptacle, Press Fit Right Angle, No Light Pipes 
@ 1-2007492-8 40 Copper Gold Plated Contacts 20X5352 16.83 
@ 1-2007637-8 80 Copper Gold Plated Contacts 20X5360 26.05 
@ 1-2007394-8 160 Copper Gold Plated Contacts 20X5348 46.88 
@ 1-2007562-8 240 Copper Gold Plated Contacts 20X5356 70.34 

PIM_212395 
SFP+ CONNECTORS AND CAGES Amphenol 


FCi 


RoHS — 

Compliant 

Available 
@ EMI gasket: Conductive elastomeric 


© Differential impedance: 1000 +/- 100 @ 70ps rise 
time ( 20-80%) 

© Connector durability:100 cycles 

© Connector mating force: 18N maximum 

© Cage: Press fit tail termination; insertion force 40 


| 
Specifications: 


@ Housing: Black thermoplastic, UL94V-0 rated 

© Contact: Gold plated phosphor bronze, tin on 
SMT leads 

© Cage: Nickel plated copper alloy 

@ EMI fingers: Tin plated copper alloy 


Applications: 


© Switches, routers, and host bus adapters (HBA's) 


@ Enterprise storage 
@ High density, high speed I/O 
@ Multiple channel interconnects 


@ Lightpipe and heatsink options available 

@ Through-bezel and behind-bezel cage options with 
proven EMI containment 

© Direct attach copper cable for short reach 
applications 


Features: © Quick release latching system 

@ 4x solution featuring TE’s 38 position EVERCLEAR © MPO connectors plug into QSFP parallel optic 
connector transceiver modules 

QSFP (Quad Small Form-factor Pluggable) is a new high-speed pluggable I/O interface. This interconnect 

system offers four channels, providing three times the density of SFP/SFP+ ports. QSFP and QSFP+ 

receptacles and cages are designed for data rates up to 14 Gb/s, supporting Fibre Channel, Ethernet, SDH/ 

SONET and INFINIBAND standards. The cage/connector system will accept optical or copper interfaces. 


QSFP and QSFP+ receptacles are double-sided (belly-to-belly), 0.8mm pitch surface mount PCB connectors. 
Both feature 38 copper alloy contacts in a black, liquid crystal polymer (LCP) housing, flammability rated 
UL94V-0. Designed for high-speed signal integrity, these connectors are part of TE’s EVERCLEAR product 
family, which also includes connectors designed for Mini-SAS/SATA applications. 
No. of Contact Contact Tape Cut 
Mfg. Part No. Contacts Material Plating Stock No. 1-4+ 
Mini SAS, Receptacle, Surface Mount Right Angle 
@ 1761987-9 38 Copper Alloy Gold Plated Contacts 08P0623 4.21 
QSFP+, Receptacle, Surface Mount Right Angle 
@ 2110819-1 38 Copper Alloy Gold Plated Contacts 84R9076 1.25 
For Use Price Each 
Mfg. Part No. Type With Stock No.|  1-1-9+ 
@ 1888674-1 | Connector Cage / Frame} Quad Small Form-Factor Pluggable | 07R7333 10.28 
Connectors 
@ 1888631-2 | Connector Cage / Frame QSFP Connectors 08P0626 12.55 
@ 1888781-1 Cage QSFP+ Connectors 08P0628 = 
@ 1888810-2 Dust Plug QSFP and XFP Connectors 08P0629 5.15 
@ 1888968-1 | Connector Cage / Frame QSFP Connectors 08P0630 12.15 


PIM_133877 


ZQUAD SMALL FORM-FACTOR PLUGGABLE PLUS (zQSFP+) 
INTERCONNECT SYSTEM 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


Connector Assembly 


1x1 Cage Assembly + 1x3 Cage Assembly 
RoHS — 
Compliant 
Available 


1x1 Cage Assembly Heat Sink 
leat SinI 


1x3 Cage Assembly + 
Heat Sink 


@ Light pipe: Clear polycarbonate 
@ Light pipe bracket : Stainless steel 


198 


N per tail 
© Operating temperature: -20°C to 85°C 


> CONTINUED > > CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


ZQUAD SMALL FORM-FACTOR PLUGGABLE PLUS (zQSFP+) 
INTERCONNECT SYSTEM (CONT.) 


Features: 
© Backwards-compatible with QSFP optical modules 
and cable assemblies 


@ Aluminum heat sink with stainless steel clip 
Mating force: 40N max. 
Durability: 250 cycles min. 
@ Enhanced EMI cage helps provide excellent Current rating: 0.5A max. per pin 
thermal performance/EMI protection Voltage rating: 30VDC max. 
© Coupled, narrow-edged, blanked- and formed-con- © Operating temperature: -20°C to +65°C 


tact geometry/insert molding Applications: 
@ Staggered press-fit pins for belly-to-belly @ Telecommunications: servers, switches, access 
applications routers/switches and cellular infrastructure 


Specifications: © Data Center: servers and storage 

@ High-temperature thermoplastic housing @ Medical: diagnostic equipment 

© Nickel silver cage assembly © Networking: network interface, routers, switches 
© Copper alloy EMI springs and storage 


@ Zinc alloy front flange © Test and measurement equipment 


ZQSFP+ (z-Quad Small Form-factor Pluggable Plus) connector and cage assembly has been designed for 
applications in the telecommunications, data center and networking markets that require a high-speed, high- 
density connector. The interconnect offers four channels of high-speed differential signals with data rates 
ranging from 25Gbps up to potentially 40 Gbps, and will support 100 Gbps (4x25 Gbps) Ethernet and 100 
Gbps 4X InfiniBand Enhanced Data Rate (EDR) requirements. ZQSFP+ 25GBps connector features a black 
liquid crystal polymer (LCP) housing, flammability rated UL94V-0, with 38 right-angle surface mount gold- 
plated copper contacts. Alignment posts provide stability for placement of the connector on the host PC Board. 
Standoffs allow easy PC Board cleaning after soldering, and the card entry slot accepts 1.0 +0.1mm-thick 
integrated circuit card housed in the transceiver. Contact spacing on 0.8mm centerlines. Compatible with QSFP, 
QSFP+, and Mini-SAS applications. 


CONNECTORS & ACCESSORIES 


1/0 CONNECTORS 


QUAD SMALL FORM-FACTOR PLUGGABLE PLUS (QSFP+) 
INTERCONNECT SOLUTION (CONT.) 


Cable No. of Connector Price Each 
Mfg. Part No. Length Fibers B Stock No. 1-4+ 
Multimode, Orange 
@ 106283-0001 1m 8 LC 55R8494 = 
@ 106283-0005 5m 8 LC 55R8498 = 
@ 106283-0010 10m 8 LC 55R8503 sa 
@ 106283-0015 15m 8 LC 55R8508 at 
@ 106283-0020 20m 8 LC 55R8513 — 
@ 106283-0030 30m 8 LC 55R8523 sa 
For Use Price Each 
Mfg. Part No. Type With StockNo. | 1-1- 
@ 74750-0023 Cage Assembly, EMI Shield 1/0 Connectors 18P5302 = 
@ 74768-0212 Cage Assembly, EMI Shield 1/0 Connectors 56R7868 18.44 
@ 74768-0404 Heat Sink Clip 1/0 Connectors 56R7870 = 
PIM_164501 


IPASS™ I/O SMT RECEPTACLES AND ACCESSORIES 


molex 


No. of Contact Contact Tape Cut RoHS 
Mfg. Part No. Contacts Material Plating Stock No. 1-99+ 7 Ge sinpian 
1/0, Receptacle, Surface Mount Right Angle @y. mvaen? 
@ 1551920-2 38 Copper Gold Plated Contacts 07W6607 1.74 
PIM_208472 “sy & 
Accessories jy 
Price Each iPASS™ system provides flexible speed compatibility for applications ranging from 1.5 to 6.0 Gbps, with 
Mfg. Part No. Accessory Type For Use With Stock No. 4-24+ capability up to 10 Gbps. Supports SAS, SATA, SFF and external PCI Express. 75586 right angle receptacles 
x1 have 0.8mm (.031”) pitch, feature standoffs for easy PCB cleaning after soldering. 75783 right angle internal 
receptacles have hood kits that act as disposable pick-and-place caps, align the connector to the hood during 
@ 1551891-1 Cage ZQSFP+ Interconnect System | 07W6605 9.87 robotic placement. Rated 0.5A @ 30V. 74150 complies with PCI SIG specs, supports 2.5 Gps data transfer rate 
@ 1551892-1 | Cage plus Heat Sink Assembly | ZQSFP+ Interconnect System | 07W6606 = for Gen | and 5.0 Gps for Gen Il. Inline SMT leads on 0.64mm pitch. 75581 is an integrated press-fit connector 
3 assembly with cage for one-step placement to PCB. . 
@ 2173238-1 Cage ZQSFP+ Interconnect System | 07W6608 aS hed | Price Each_ 
@ 2173239-1 | Cage plus Heat Sink Assembly | ZQSFP+ Interconnect System | 07W6609 == Mfg. Part No. Imperial Color Stock No. 4+ 
PIM_5511543 iPass Mini Multi-Lane to SATA Plug 
@ 79576-3005 3.3 Black 32M6723 = 
QUAD SMALL FORM-FACTOR PLUGGABLE PLUS | a Mini SAS Plug to Mini SAS Plug 
(QSFP+) INTERCONNECT SOLUTION MOICX e750 70 Black 32M67O9 68.88 
SB ‘ait PCI Express x16 Plug to PCI Express x 16 Plug 
Available @ 74546-1601 3.3 Black 32M6702 472.34 
@ 74546-1603 101 Black 32M6703 os 
a @ 74546-1605 16.4 Black 32M6704 sa 
= PCI Express x4 Plug to PCI Express x 4 Plug 
@ 74546-0401 3.3 Black 32M6694 132.84 
@ 74546-0407 23 Black 32M6697 217.91 
PCI Express x8 Plug to PCI Express x 8 Plug 
j | @ 74546-0801 3.3 Black 32M6698 248.37 
DUG ® PIM_88564 
Quad Small Form-factor Pluggable Plus(QSFP*+) solution is designed for high-density applications. QSFP+ has 
evolved to QSFP+ (mee is 10 Gbps data rates) just as SFP+ went from SFP+ to SFP+ for 10 Gbps rates. The 10 
original QSFP+ MSA is no longer an appropriate designation for use, as the specifications now resides in the 
SFF Committee as “INF-8438". No. of Contact Contact Tape Cut 
Cable No. of Connector Price Each Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 
Mfg. Part No. Length Fibers B Stock No. 1-4+ 1/0, Receptacle, Surface Mount Right Angle 
Multimode @ 75586-0010 38 Copper Alloy Gold Plated Contacts 73K5911 7.40 
@ 106283-5101 1m 8 LC 55R8536 259.25 SAS, Receptacle, Surface Mount Right Angle 
@ 106283-5003 5m 8 LC 55R8533 303.52 @ 75586-0009 26 Copper Alloy | Gold Plated Contacts | 18M8260 6.23 
@ 106283-0025 25m 8 Le 55R8518 = @ 75586-0011 38 Copper Alloy | Gold Plated Contacts 56R8813 6.83 
Multimode, Aqua @ 75586-0007 68 Copper Alloy Gold Plated Contacts 83K0809 = 
@ 106283-1001 1m 8 Lc 55R8524 _ SATA, Receptacle, Surface Mount Right Angle 
@ 106283-5001 im 8 Lc 55R8531 = @ 75783-0132 36 Copper Alloy | Gold Plated Contacts 18M8261 ae 
@ 106283-5201 im 8 LC 55R8539 236.27 @ 75783-0140 36 Copper Alloy Gold Plated Contacts 18M8262 7.14 
@ 106283-5301 1m 8 LC 55R8544 240.95 PIM_5511556 
@ 106283-1005 5m 8 LC 55R8525 a 
@ 106283-5103 5m 8 LC 55R8538 286.91 
@ 106283-5203 5m 8 LC 55R8541 263.49 i 
@ 106283-5303 5m 8 LC 55R8546 = Cut costs, not corners with 
@ 106283-1010 10m 8 LC 55R8526 147.74 
@ 106283-1015 15m 8 LC 55R8527 189.62 
© 106283-1020 20m 8 LC 55R8528 185.65 multicomp Board & Box Components 
© 106283-1025 25m 8 LC 55R8529 = newark.com/multicomp 
@ 106283-1030 30m 8 LC 55R8530 -— 
PIM_5624836 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


1/0 CONNECTORS 


CXP PLUGGABLE I/O CONNECTOR 
ASSEMBLIES AND CABLE ASSEMBLIES 


Specifications 

@ Housing material: Zinc diecast 

© Connector housing: Black LCP 
UL94V-0 

© Connector contacts: Gold plated 
phosphor bronze 

@ Heatsinks: Aluminum 

@ Heatsink Clips: Stainless steel 

@ Lightpipes: Clear Polycarbonate 

e 

e 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


EMI Springs: Copper Alloy 
Current rating: 0.5 amps max. 
per pin 
© Mating force: 210N min. 
@ Unmating force: 42N min. 
© Durability: 250 cycles 
@ Max. PCB insertion force: 25N per pin 
Features 
@ Standard CXP interface complies with InfiniBand 
CXP 12x QDR and IEEE 100 Gbps Ethernet 
@ Provides 12 channels of 10 Gbps data rates for 
120 Gbps of total bandwidth in one-piece press-fit 


@ Enhanced Footprint (EF), dual sourced 
footprint offers reduced cross-talk 
@ Pre-assembled (one-piece) connector 
and cage assembly offers one-step place- 
ment to the board 
@ EMI gasketing at bezel opening and EMI 
springs for plug-to-receptacle containment 
© CXP cages accommodate belly-to-belly mounting 
(can be applied to both sides of the board) 
© Offering includes multiple heat-sink, lightpipe and 


assembly EMl/dust plug options to fit customer applications 
No. of Contact Contact Price Each 
Mfg. PartNo. | Contacts Material Plating Stock No. 1-24+ 


CXP, Receptacle, Press Fit Right Angle, 11.30 mm Height 


@ 2149701-1 | 84 Phosphor Bronze Gold Plated Contacts 6511037 33.05 
CXP, Receptacle, Press Fit Right Angle, 11.30 mm Height, Extended 
@ 2149733-1 | 84 Phosphor Bronze Gold Plated Contacts 6571039 48.56 
CXP, Receptacle, Press Fit Right Angle, 11.88 mm Height 
@ 2149448-1 | 84 Phosphor Bronze Gold Plated Contacts 6571035 33.11 
CXP, Receptacle, Press Fit Right Angle, with Cover, 11.55 mm Height 
@ 2149699-1 84 Phosphor Bronze | Gold Plated Contacts 6571036 38.09 
CXP, Receptacle, Press Fit Right Angle, with Cover, 11.55 mm Height, Extended 
@ 2149731-1 84 Phosphor Bronze | Gold Plated Contacts 6571038 108.15 
CXP, Receptacle, Press Fit Right Angle, with Cover, 11.88 mm Height 
@ 2149152-1 | 84 Phosphor Bronze Gold Plated Contacts 6571027 dbs 
CXP, Receptacle, Press Fit Right Angle, with Cover & Light Pipes, 16.37 mm Height 
@ 2149159-1 | 84 Phosphor Bronze Gold Plated Contacts 6571031 35.57 
CXP, Receptacle, Press Fit Right Angle, with Heat Sink, 14.37 mm Height 
@ 2149157-1 84 Phosphor Bronze Gold Plated Contacts 6571028 40.74 
CXP, Receptacle, Press Fit Right Angle, with Heat Sink, 16.50 mm Height 
@ 2149157-3 84 Phosphor Bronze Gold Plated Contacts 6571029 42.57 
CXP, Receptacle, Press Fit Right Angle, with Heat Sink, 23.50 mm Height 
@ 2149157-5 84 Phosphor Bronze Gold Plated Contacts 6571030 41.72 
CXP, Receptacle, Press Fit Right Angle, with Heat Sink & Light Pipes, 16.37 mm Height 
@ 2149159-3 | 84 Phosphor Bronze Gold Plated Contacts 6571032 41.15 
CXP, Receptacle, Press Fit Right Angle, with Heat Sink & Light Pipes, 16.50 mm Height 
@ 2149159-5 | 84 Phosphor Bronze Gold Plated Contacts 6571033 43.96 
CXP, Receptacle, Press Fit Right Angle, with Heat Sink & Light Pipes, 23.50 mm Height 
@ 2149159-7 84 Phosphor Bronze Gold Plated Contacts 6571034 54.06 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-24+ 
@ 2149126-3 Dust Cover | CXP Pluggable I/O Interconnect Connectors 6571026 7.03 
PIM_197653 
Lead Assembly 
Cable | No. of Connector | Connector Price Each 
Mfg. Part No. | Length | Fibers | Diameter A B Stock No. 1+ 
Multimode 
@ 2148041-5 5m 24 | 50um/125um MPO LC Duplex (12) | 6571023 88.80 
@ 2148043-5 5m 24 | 50um/125um MPO MPO 6571024 = 
@ 2123248-1 | 70mm | 24 | 50um/125um MPO MPO 6571022 = 
PIM_5511541 
UNIVERSAL SERIAL BUS CONNECTORS multicomp 


RoHS _ 
Compliant 
Available 


MC32605 


MC32596 


> CONTINUED > 
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UNIVERSAL SERIAL BUS CONNECTORS (CONT.) 
© Current Rating: 1.0 Amp AC/DC. one minute 


@ Voltage Rating: 30V AC/DC @ Insulator: High Temp Plastic, UL94V-0 
® Contact Resistance: 20 mohm max. © Contacts: Gold plated Copper Alloy 
© Insulation Resistance: 1000 Mohm min. © Operating Temperature: -40°C to +105°C 
® Dielectric Withstanding Voltage: 750 VAC for 
Mounting Price Each 
Mfg. Part No. Type Orient. Stock No. 1-249+ 
USB 2.0, Mini USB Type AB, Receptacle 
@ MC32598 Surface Moun Right Angle 46P5312 0.20 
USB 2.0, Mini USB Type B, Receptacle 
@ MC32599 Through Hole Moun! Right Angle 46P5313 — 
USB 2.0, USB Type A, Plug 
@ MC32604 Surface Moun Right Angle 46P5307 0.17 
@ MC32605 Surface Moun Vertical 46P5308 1.10 
@ MC32603 Through Hole Moun‘ Right Angle 46P5306 0.92 
USB 2.0, USB Type A, Receptacle 
@ MC32602 Surface Moun! Right Angle 46P5305 alii 
@ MC32593 Through Hole Moun' Right Angle 46P5302 0.16 
@ MC32595 Through Hole Moun' Vertical 46P5303 0.96 
USB 2.0, USB Type B, Receptacle 
@ MC32596 Through Hole Moun’ Right Angle 46P5309 0.92 
@ MC32597 Through Hole Moun‘ Vertical 46P5310 1.25 
PIM_139392 
USB Stacked Connectors 
Mounting Price Each 
Mfg. Part No. Type Orient. Stock No. 1-249+ 
USB 2.0, USB Type A, Receptacle 
@ MC32594 PCB Mount Right Angle 46P5311 0.81 
PIM_5511539 


TE CONNECTIVITY’S AMP CONNECTOR AND CABLE 
ASSEMBLY FOR MINI 
USB 
@ Thermoplastic housing, rated 
UL 94V-0 
© Gold over copper alloy contacts 
© Temperature rating: -55°C to 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


+85°C 
Mounting Price Each 
Mfg. Part No. Type Orient. Stock No. 1-24+ 
USB 2.0, Mini USB Type A, Receptacle 
@ 1734327-1 Surface Mount Right Angle 16M2764 0.43 
USB 2.0, Mini USB Type B, Receptacle 
@ 1734035-1 Surface Mount Right Angle 16M2760 1.42 
USB 2.0, Mini USB Type B, Receptacle, Cut Tape 
@ 1734035-2 Surface Mount Right Angle 16M3869 2.21 
PIM_80553 


0.65MM (0.0256”) PITCH MICRO MINI-USB 
RECEPTACLES 


molex 
RoHS _ 
Compliant 
Available 


@ Voltage: 100V AC(RMS) © Color: Black 
© Current: 1 - 1.8 Amps © Copper Alloy Material 
@ 5 Circuits © Operating temperature: -20°C to +85°C 
Mounting Tape Cut 
Mfg. Part No. Type Orient. Stock No. 1-9+ 
USB 2.0, Micro USB Type AB, Receptacle, Mid Mount, Right Angle 
@ 47654-0001 Surface Moun! Right Angle 59P3304 es 
USB 2.0, Micro USB Type AB, Receptacle, Top Mount, Right Angle 
@ 47590-0001 Surface Moun Right Angle 40P3750 1.04 
USB 2.0, Micro USB Type B, Receptacle, Bottom Mount with 2 Horizontal Side Solder Tabs 
@ 47346-0001 Surface Moun! Right Angle 47M0505 1.28 
USB 2.0, Micro USB Type B, Receptacle, Bottom Mount with 2 Side & 2 Hind Solder Tabs 
@ 105017-0001 Surface Moun Right Angle 78R1699 0.63 
USB 2.0, Micro USB Type B, Receptacle, Mid Mount with 4 Horizontal Solder Tabs 
@ 47491-0001 Surface Moun! Right Angle 40P3748 = 
USB 2.0, Micro USB Type B, Receptacle, Mid Mount with 4 Side Solder Tabs 
@ 47642-0001 Surface Moun! Right Angle 78R2131 0.59 
PIM_138560 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


USB Cable Assemblies 


CONNECTORS & ACCESSORIES 


1/0 CONNECTORS 


MICRO USB 2.0 CONNECTORS (CONT.) 


Cable Cable Price Each Mounting Tape Cut 
Length Length Mfg. Part No. Type Orient. Stock No. 1-49+ 
Mig. Part No. Imperial Matric Color stockiNos iss USB 2.0, Micro USB Type B, Plug, Top Entry, with Outer shell stake 0.75mm 
USB 2.0- USB Type A Plug to Micro USB Type B Plug @ USB3150-30-075-A Through Hole Mount Vertical 49V1722 057 
a — ~ — —— rey USB 2.0, Micro USB Type B, Plug, Top Entry, with Outer shell stake 1.30mm 
- - @ USB3150-30-130-A Through Hole Mount Vertical 49Y1723 0.33 
Piee tee USB 2.0, Micro USB Type B, Receptacle, Side Entry, Bottom Mount 
@ USB3065-30-00-A Surface Moun\ Right Angle 5870860 — 
MICRO-USB CONNECTORS Am p henol USB 2.0, Micro USB Type B, Receptacle, Side Entry, Bottom Mount, with Inner shell stake 
FCi @ USB3080-30-01-A Surface Moun Right Angle 5870864 0.67 
Sits USB 2.0, Micro USB Type B, Receptacle, Side Entry, Bottom Mount, with Outer shell stake 
r. Geetinpian @ USB3075-30-A Surface Moun\ Right Angle 5870863 0.41 
Fag / ce Avalable “@ USB3076-30-A Surface Mouni RightAngle | _ 7377895 ov 
: ow USB 2.0, Micro USB Type B, Receptacle, Side Entry, Mid Bottom Mount 
: ° @ USB3070-30-A Surface Moun\ Right Angle 5870862 0.11 
A ~~ USB 2.0, Micro USB Type B, Receptacle, Side Entry, Mid Bottom Mount, with Outer shell stake 
4 @ USB3155-30-A Surface Moun Horizontal 49Y1724 -—- 
—" USB 2.0, Micro USB Type B, Receptacle, Side Entry, Top Mount 
© Contact: Gold plated copper alloy @ Dielectric withstanding voltage: 100 VAC for 1 @ USB3100-30-A Surface Moun\ Right Angle 07W3659 = 
: aetna Sipe GOEARpe a abe iereatSEN Men USB 2.0, Micro USB Type B, Receptacle, Side Entry, Top Mount, with Outer shell stake 
UL94V-0 © Un-Mating force: 8N Min. @ USB3135-30-A Surface Moun\ Right Angle 07W3660 0.67 
© Functional temperature range: -55°C to +85°C © Contact Resistance: 40m Max. USB 2.0, Micro USB Type B, Receptacle, Top Entry, with Outer shell stake 1.50mm 
@ Low level contact resistance: 40 mQ Max. @ Mating cycles: 10,000 max. rated, 200 cycles @ USB3130-30-A Through Hole Mount Vertical 7317896 0.33 
@ Insulation resistance: Initial 1000 MQ Min.; After per hour - - 
1400 MQ Min. USB 2.0, Micro USB Type B, Receptacle, Top Entry, with Outer shell stake 1.70mm 
Extremely small high reliability connectors comply with physical, electrical and environmental requirements of @ USB3140-30-0170-1-C Surface Moun\ Vertical 72W0922 0.51 
Micro-USB standard (USB 2.0). Approximately 60% smaller in size compared to mini-USB connector range. USB 2.0, Micro USB Type B, Receptacle, Top Entry, with Outer shell stake 2.30mm 
Receptacles available in B and AB type; mid-mount and reverse mounting styles for use in various applications. . 
Plugs used for data transmission, earphone or charging applications. Passive latching prevents unintentional @ USB3140-30-0230-1-C Surface Moun Vertical 720923 0.34 
cable release @ USB3145-30-1-A Through Hole Mount Vertical 72W0924 0.51 
Mounting Tape Cut @ USB3131-30-0230-A Through Hole Mount Vertical 18X0233 0.85 
Mfg. Part No. Type Orient. Stock No. 1-9+ USB 2.0 OTG, Micro USB Type AB, Receptacle, Side Entry, Mid Bottom Mount 
USB 2.0, Micro USB Type AB, Receptacle, Standard, SMT Grounding @ USB3095-30-A Surface Moun Right Angle 5870867 0.33 
@ 10104111-0001LF Surface Moun\ Right Angle 82R7425 0.30 PIM_198008 
USB 2.0, Micro USB Type B, Receptacle, Reverse, Thru Hole Grounding 
@ 10103592-0001LF Surface Moun\ Right Angle 82R7405 0.24 UNIVERSAL SERIAL BUS RECEPTACLES 
USB 2.0, Micro USB Type B, Receptacle, Standard, Mid Mount Whe - 
@ 10103593-0001LF Surface Moun' Right Angle 82R7406 0.53 
USB 2.0, Micro USB Type B, Receptacle, Standard, SMT Grounding Pe A FoR eimpiat 
@ 10104110-0001LF Surface Moun\ Right Angle 82R7424 0.43 r oy Z Available 
USB 2.0, Micro USB Type B, Receptacle, Standard, Thru Hole Grounding Sa /, é Fad 
@ 10103594-0001LF Surface Mount Right Angle 82R7407 0.48 Bore, 
PIM_197414 Z& g 
tiga Mini USB 
MICRO USB 2.0 CONNECTORS Osa S CT Features: cations 
eben © USB and Mini USB receptacles for thru-hole & © Passes 16MHz Signal Attentuation per 
surface mount ASTM-D-4566 


Wee GG 


USB3065 USB3070 USB3075 USB3076 
=> . 
<P > ; 
. < x « > ; > i 
USB3080 USB3100 USB3135 
USB3140 


Specifications: 
@ Plastic housing: Thermoplastic, UL94V-0, black 


Operating temperature: -30°C to +85°C 
Contact Resistance: 30mQ Max 


e 
e 
© Contact plating: 30u” gold in contact area @ Insulation resistance: 1000MQ Min 
@ Metallic shell: stainless steel @ Mating force: 35N (3.57Kgf) Max. 
© Voltage rating: Vertical: 30 VDC; Right Angle: @ Unmating force: 8N (0.82Kgf) Min. 
100 VAC © Durability: 10,000 cycles 
© Current rating: Signal 1A, Power 1.8A 
Mounting Tape Cut 
Mfg. Part No. Type Orient. Stock No. 1-49+ 
USB 2.0, Micro USB Type AB, Receptacle, Side Entry, Bottom Mount 
@ USB3085-30-A Surface Mount Right Angle 58T0865 0.24 
USB 2.0, Micro USB Type AB, Receptacle, Side Entry, Bottom Mount, with Outer shell stake 
@ USB3090-30-A Surface Mount Right Angle 58T0866 0.42 
USB 2.0, Micro USB Type AB, Receptacle, Top Entry, with Outer shell stake 1.50mm 
@ USB3105-30-A Through Hole Mount Vertical 5870868 0.89 
USB 2.0, Micro USB Type AB, Receptacle, Top Entry, with Outer shell stake 2.30mm 
@ USB3106-30-0230-A Through Hole Mount Vertical 18X0232 0.85 
> CONTINUED > 
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@ Plug retention tabs 
@ Kinked locating legs for secure PCB retention 


@ Voltage: 30 VAC rms 

© Current: 1A max. per contact for 30°C temperature 
@ Fully compatible with USB 1.0 and 2.0 specifi- tise 

Mill-Max now offers USB and Mini USB connectors fully compatible with USB specifications designed for thru- 
hole or surface mount at the edge of a printed circuit board. Mini USB receptacles are smaller and lighter 
than existing USB connectors for portable and hand-held devices and are fully compliant with current USB 2.0 
specifications. 


Mounting Price Each 

Mfg. Part No. Type Orient. Stock No. 1-9+ 
USB 2.0, Mini USB Type A, Receptacle, Mini, 2.0 Type A 
@ 896-43-005-00-100001 Surface Mount Right Angle 63R1012 ee) 
USB 2.0, Mini USB Type B, Receptacle, Mini, 2.0 Type B 
@ 897-43-005-00-100001 Surface Mount Right Angle 41P0218 1.50 
USB 2.0, USB Type A, Receptacle, 2.0 Type A 
@ 896-43-004-00-000000 Surface Mount Right Angle 84K7060 1.26 
@ 896-43-004-90-000000 Through Hole Mount Right Angle 84K7061 1.79 
USB 2.0, USB Type A, Receptacle, Stacked, 2.0 Type A 
@ 896-43-008-90-000000 PCB Mount Right Angle 84K7062 qlalré 
USB 2.0, USB Type B, Receptacle, 2.0 Type B 
@ 897-43-004-90-000000 Through Hole Mount Right Angle 84K7068 1.71 
PIM_115447 
USB Stacked Connectors 

Mounting Price Each 
Mfg. Part No. Type Orient. Stock No. 1-9+ 

USB 2.0, USB Type A, Receptacle, Stacked, 2.0 Type A 
@ 896-43-008-90-000000 PCB Mount Right Angle 84K7062 Aeiza 
PIM_5511536 
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1/0 CONNECTORS 


@ Indicates ROHS Compliant 
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TE CONNECTIVITY’S AMP CONNECTORS FOR USB USB Cable Assemblies (CONT.) 
@ Thermoplastic housing, rated UL 94-0 a TE Cable Cable Price Each 
© Gold over copper alloy contacts ee ewe Length Length | 
F Peake hei to ha je o CaHNGRaH FEFRRUTBE Mfg. Part No. Imperial Metric Color Stock No. 1-9+ 
position, thru-hole receptacles offer plug-and-play ; 
capability. Hot pluggable connectors permit attaching or Sapiens ae USB Type A Plug to Free / Stripped End 
detaching peripherals without powering down or rebooting. ZL Available @ 88728-3400 6.8ft 2.08m | Grey 59J1945 1.97 
Gs (4 USB 1.1 - USB Type A Plug to USB Type B Plug 
~? r] @ 88732-9200 6.8ft 2.08m | White 01J2381 5.67 
4 y PIM_5511136 


- USB AND IEEE 1394 CONNECTORS 690 / 628 SERIES oO 
Mounting Price Each Features Zz 
Mfg. Part No. Type Orient. Stock No. 1-24+ @ Right angle, vertical, and a unique right angle vertical — 
USB 2.0, USB Type A, Receptacle, Receptacle, Stacked, Series A 7 re at races Ge timp 
; vailable with through-hole contact designs ( ) : 
@ 5787617-1 [Through Hole Moun! Right Angle 53K4503 4.29 © USB products are compatible with asynchronous and " | Available 
USB 2.0, USB Type A, Receptacle, Series A isochronous data transfer methods ) ) 
© 292303-1 Through Hole Moun! Right Angle 53K4093, 1.99 7 bela with industry standard plug and play ’ 
: echnology 
@ 1734366-1 Through Hole Moun! Vertical 18M6973 1.40 © Communication speed 
USB 2.0, USB Type A, Receptacle, Series A, Flag @ -Up to 1.5 Mbps for standard 1.0 USB 
a TI h Hole Mi Right A\ 39M4083 a2 @ -Up to 480 Mbps for standard 2.0 USB 
© 292336-1 [|__ Through Hole al ee i © -Up to 5 Gbps for 3.0 USB 
USB 2.0, USB Type A, Receptacle, Series A, Industrial Pie ea : ; 
- Meets USB 2.0 specifications. Minimum mating cycles: 
© 1903814-1 Through Hole Moun Right Angle 5674884 = 1500 per EIA 364-09. Insulator Housing: UL 94V-0 
USB 2.0, USB Type A, Receptacle, Stacked, Series A, Tail Length 2.29mm eer Ay AEE G jens ind seme Id ok Cc R 1A 
‘i , Copper Alloy . Contact Plating: 30u Gold plating on mating area. Current Rating: 1 Amp 
@s7err4s2 Thtouah Hole Moun - Righ Ang = SsMese 3.01 maximum Voltage Rating: 30 volts AC rms maximum. Shield Housing: Copper alloy. 
USB 2.0, USB Type A, Receptacle, Stacked, Series A, Tail Length 2.4mm Price Each 
z f Mounting 
rats = | Through ae Mou Right Angle 40P9861 4.05 Mfg. Part No. Type Orient. Stock No. 19+ 
USB 2.0, USB Type B, eae _ ud Ruta 7ENPEES USB 3.0, USB Type A, Receptacle, Dual Port 
eae —— = ° Tom < “ : — 218 © 690-008-621-013 Through Hole Mount Right Angle 59K0511 a 
SEE! eee a . inca . = USB 3.0, USB Type A, Receptacle, Single Port 
USB 2.0, USB Type B, Receptacle, Series B, High-Temperature Compatible © 690-004-621-013 Through Hole Mount Right Angle 73K4059 = 
a EN [__Through Hole Moun Right Angle zIMG(0n ial @ 690-004-660-013 Through Hole Mount Vertical 59K0509 1.59 
PIM_61072 USB 3.0, USB Type B, Receptacle, Single Port 
@ 690-004-621-023 Through Hole Mount Right Angle 59K0508 1.97 
USB Stacked Connectors @ 690-004-660-023 Through Hole Mount Vertical 07J7041 2.55 
Mounting | Price Each PIM_79328 
Mfg. Part No. Type Orient. Stock No. 1-24+ 
USB 2.0, USB Type A, Receptacle, Receptacle, Stacked, Series A USB Cable Assembly 
@ 5787617-1 Through Hole Mount Right Angle 53K4503 4.29 Cable Cable Price Each 
USB 2.0, USB Type A, Receptacle, Stacked, Series A, Tail Length 2.29mm Length Length ———— 
@ 5787745-2 Through Hole Mount Right Angle 33M8367 3.01 Mfg. Part No. Imperial Metric Color Stock No. 1-9+ 
USB 2.0, USB Type A, Receptacle, Stacked, Series A, Tail Length 2.84mm USB 1.1 - USB Type A Plug to USB Type B Plug 
@ 5787745-1 Through Hole Mount Right Angle 40P9861 4.05 @ 628-000-943 6ft 1.8m Black 07/7119 8.94 
PIM_5511548 PIM_5511551 
UNIVERSAL SERIAL BUS (USB) SHIELDED I/O . WATERPROOF USB AND HDMI Sear (é) 
RECEPTACLES AND IMOI@X connectors pad oS 
CABLE ASSEMBLIES ae | js 
© Voltage: 30V \ | RoHS | 
© Current: 1.0A Pos . pomptant 
© Contact Resistance: 30mO max. i =} ad 
e a a. Withstanding Voltage: a Q @) G Bock WOR-250-483 
° Insulation Resistance: 1000 ; USB Cover 
MO min. 5 = t j j 
© Operating Temperature: 0 to +40°C 690-W19-260-011 


690-W19-260-012 
67643 series type “A” receptacle is © Contact termination type: Solder 


" : ‘ k ® Contact material: Phosphor bronze 
single right angle, kinked, with metal 


© Contact plating: Gold 


shell and back-shield that provides all : - 
round EMI/RFI shielding. 4 circuits. A Mounting Price Each 
Contact phosphor bronze metal shell Mfg. Part No. Type Stock No. 1-9+ 
sellout pcre eee 67068 series is similar, but type “B”. Order cable assemblies Micro USB Type A, Receptacle 
separately below. 690-W05-290-483 Surface Mount 93X6021 3.16 
Mounting Price Each Plug 
Mfg. Part No. Type Orient. Stock No. 4-94 690-W19-260-011 Panel Moun’ 93X6022 2.80 
USB 2.0, USB Type B, Receptacle, Black, Kinked Solder Tabs, 0.76,m Gold Plating Receptacle 
@ 67068-8001 Through Hole Mount Right Angle 44K0355 2.78 690-W19-260-012 Panel Mouni 93X6023 = 
@ 67068-7041 Through Hole Mount Right Angle 26M8395 1.92 USB 1.0, Mini USB Type B, Plug 
USB 2.0, USB Type B, Receptacle, Black, Kinked Solder Tabs, Gold Flash Plating 690-W05-260-043 Pane! Moun 93x6019 1.02 
@ 67068-8000 Through Hole Mount Right Angle 43K5124 1.60 USB 1.0, Mini USB Type B, Receptacle 
USB 2.0, USB Type B, Receptacle, White, Kinked Solder Tabs, Gold Flash Plating 890-W05-260-044 Panel Moun 93x6020 7.76 
@ 67068-9000 Through Hole Mount Right Angle 42K5319 113 USB 1.0, USB Type A, Plug 
USB 2.0, USB Type B, Receptacle, White, Straight Tabs, 0.76ym Gold Plating 690-W04-260-013 Panel Moun 93x6017 2.10 
@ 67068-8011 Through Hole Mount Right Angle 84K7543 = USB 1.0, USB Type A, Receptacle 
PIM_78319 690-W04-260-014 Panel Moun 93X6018 Eos 
For Use Price Each 
USB Cable Assemblies Mfg. Part No. Type With Stock No. 1-1-9+ 
M00-383-001 USB Cover USB Type A Connectors 93X5989 2.24 
PIM_5465684 
> CONTINUED > 
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HIGH-SPEED USB RECEPTACLES 


y y 
—<~ 471 
Sy ” 
9 

Type A Type A Stacked 


@ USB 2.0 Certified -- Up to 480 Mbps © Current rating: 1A 

@ Plug-and-Play @ Withstanding Voltage: 30 Vrms 

© Hot pluggable @ PC Board thickness: 1.57 mm 

© Simple, flexible design @ USB compliant 

Designed to combine all personal computing interface ports into one connector. Handles serial data rates of 
1.5 Mbps to 12 Mbps asynchronous and isochronous. Ideal for desktop and laptop PCs, printers, plotters, disk 
drives, servers, CDs, monitors, televisions, digital cameras, ISDN and PBXs. High-temperature thermoplastic 


Amphenol 
FCi 


RoHS 
Compliant 
Available 


housing, rated UL 94-V-0. Copper alloy shell and contacts. The USB+Power interconnect system was developed 
by FCI to enable additional power to be delivered to peripheral devices connected using USB 2.0 cable links. 
The USB+Power connector interface includes four additional contacts for power delivery, each rated at 5A/ 
contact, to supplement the connector’s current-carrying capability. For many devices, this eliminates the 
requirement for a separate power source reducing the number of cables required. For peripherals not requiring 
the additional current, the USB+Power receptacle will mate with a standard USB ‘A’ plug. 
Mounting Price Each 
Mfg. Part No. Type Orient. Stock No. 1-9+ 
USB 2.0, USB Type A, Receptacle, +Power 
@ 55917-501LF Through Hole Moun Right Angle §3K1434 1.60 
USB 2.0, USB Type A, Receptacle, Stacked 
@ 72309-8014BLF Through Hole Moun Right Angle 06M1952 1.13 
USB 2.0, USB Type A, Receptacle, Stacked with Arms 
@ 72309-8034BLF Through Hole Moun Right Angle 43K4479 1.28 
USB 2.0, USB Type A, Receptacle, Thru-Hole Mounting Claw and Sensing Pin 
@ 87583-2010BLF Surface Mount Right Angle 31M6798 1.36 
USB 2.0, USB Type A, Receptacle, Upright, Side-Mount Flag 
@ 73725-0110BLF Through Hole Moun Right Angle 53K1476 0.73 
USB 2.0, USB Type A, Receptacle, Upright, Side-Mount Flag with Sensor Contact 
@ 73725-0010BLF Through Hole Moun’ Right Angle 06M2055 0.20 
USB 2.0, USB Type B, Receptacle, Black 
@ 61729-1010BLF Through Hole Moun’ Right Angle 43K4467 0.83 
USB 2.0, USB Type B, Receptacle, White 
@ 61729-0010BLF Through Hole Moun’ Right Angle 62K6482 1.39 
PIM_68885 
USB Stacked Connectors 
Mounting Price Each 
Mfg. Part No. Type Orient. Stock No. 1-9+ 
USB 2.0, USB Type A, Receptacle, +Power 
@ 55917-501LF Through Hole Mount Right Angle 53K1434 1.60 
USB 2.0, USB Type A, Receptacle, Stacked 
@ 72309-8014BLF Through Hole Mount Right Angle 06M1952 als 
USB 2.0, USB Type A, Receptacle, Stacked with Arms 
@ 72309-8034BLF Through Hole Mount Right Angle 43K4479 1.28 
PIM_5511549 
USB ADAPTERS Empat L= Cem Global 
vailable —_ Connectivity 
ES 


LA 


~ 


2: 


oe g 
d LP ey 
$ é 


USB B Receptacle to USBA 


~ 


USB B Plug to USBA 


USB A Plug to USB B Receptacle Receptacle . 
Receptacle 7 ~~ USB A Plug to USB A Plug 
P de : = 
< 
Sy 


Right Angle USB Adapter, 


USB B Plug to USB B Plug 


USB B Receptacle to USB B 
Receptacle 


USB A Receptacle to USBA 
Receptacle Exit 1 


® Solves mismatched USB connector combinations 
@ Molded construction provides durability 
© Gold plated contacts provide reliable connections 


These USB adapters provide an economical way for users to solve gender and connector type mismatches 
among standard USB connectors. They are handy adapters to have on hand to solve mismatched USB 
connector combinations in the field. Eliminates the need to change cables. They feature a durable, fully-molded 
design with internal shielding that protects signals from EMI/RFI. 


with repeated mating cycles 
@ Easily convert existing cables to your needs 


> CONTINUED > 
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1/0 CONNECTORS 


USB ADAPTERS (CONT.) 
Price Each 

Mfg. Part No. Stock No. 1+ 

@ UADO16MM 88M4832 10.06 

USB 2.0 - USB Type A Plug to USB Type A Plug 

@ UAD014MM 88M4830 10.06 

USB 2.0 - USB Type A Plug to USB Type A Receptacle 

@ UADAAQO-1 80R9290 10.70 

@ UADAAQ0-2 80R9291 12.41 

USB 2.0 - USB Type A Plug to USB Type B Receptacle 

@ UADO10MF 88M4828 9.08 

USB 2.0 - USB Type A Receptacle to USB Type A Receptacle 

@ UADO15FF 88M4831 = 

USB 2.0 - USB Type A Receptacle to USB Type B Plug 

@ UADO11FM 97H8152 = 

USB 2.0 - USB Type A Receptacle to USB Type B Receptacle 

@ UAD013FF 88M2208 9.08 

@ ECF504-UAB 88M3813 13.63 

@ AL-ECF504-AB 80R9265 44.20 

USB 2.0 - USB Type B Receptacle to USB Type B Receptacle 

@ UAD012FF 88M4829 10.06 

PIM_110607 


USB AND FIREWIRE (IEEE 1394) ADAPTERS 


NEUTRikx 


RoHS _ 
a aN Compliant 
‘ Available 


NAUSB-W NA1394-6-W-B. 


USB and firewire adapters are ideal for audio networking and integration of digital equipment into audio systems. 
The USB adapter has a reversible USB gender changer type USB-A and USB-B. The firewire adapter is a 


feed-thru that has a six pole receptacle at each end. Both adapter styles are built into a universally accepted 
standard Neutrik “D” series housing. 
No. of No. of Price Each 
Mfg. Part No. Convert From | Positions | Convert To | Positions | Stock No. 1-9+ 

Firewire to F Coaxial 

@ NA1394-6-W-B Receptacle 6 Receptacle 6 15R4514 = 

USB 2.0 A to USB 2.0 B, Nickel D-Housing 

@ NAUSB-W Receptacle Receptacle 33K4278 7.98 
PIM_84883 


UNIVERSAL SERIAL BUS (USB) 3.0 STANDARD 
CONNECTORS 


=TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


© Shell: Tin plated copper alloy 
® Contacts: Gold plated copper alloy; tin on solder 


© Support 5 Gbps data rate for fast sync-n-go, 
minimizing wait-time 


© Backward compatible with USB 2.0 connector tails 
@ Minimize connector form factor variations @ Voltage rating: 100VAC/VDC. 
© Comprehend ease-of-use aspects © Current rating: 1.8A applied to Vbus pin, GND pins 
© Optimized power efficiency 1, 4, 7; 0.25A applied to pins 2, 3, 5, 6, 8, 9 
@ Plug and Play capacity © Operating temperature rating: -55°C to +105°C. 
TE’s USB 3.0 connector meets all standards of USB-IF. It supports 5 Gbps data rate for fast sync-n-go, a 10X 
performance increase over USB 2.0. The USB 3.0 connector is backward compatible with USB 2.0 while offering 
optimized power efficiency by eliminating device polling and reducing active and idle power requirements. It 
allows for the unit load of 150mA (which is a 50% increase over the minimum unit load of USB 2.0) up to 6 unit 
loads (which is 900 mA, an 80% increase over USB 2.0 at a registered maximum of 500 mA). This means the 
USB 3.0 has up to 80% more power based on the configuration of the device. 
Mounting Price Each 
Mfg. Part No. Type Orient. Stock No. 1-49+ 
USB 3.0, USB Type A, Plug 
@ 1932266-1 Cable Mount i 2570629 8.58 
USB 3.0, USB Type A, Receptacle, Boardlocks, Offset Mount 
@ 1932847-3 Through Hole Mount Right Angle 78X5845 0.92 
USB 3.0, USB Type A, Receptacle, Boardlocks, Top Mount 
@ 1932965-1 Through Hole Mount Right Angle 75X7709 = 
> CONTINUED > 
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UNIVERSAL SERIAL BUS (USB) 3.0 STANDARD CONNECTORS (CONT.) 4000 Series Buccaneer Sealed Connectors (CONT.) 
Mounting | Price Each_ No. of Contact Contact} Contact Price Each 
Mfg. Part No. Type Orient. Stock No. 1-49+ Mfg. Part No. Contacts Type Plating | Material | Stock No. 1-9+ 
USB 3.0, USB Type A, Receptacle, Kinked Legs, Top Mount Cable Mount Receptacle, Nylon (Polyamide) Body, Cable Entry Size: 3.5 - 4.0mm (Grey) 
@ 1932258-1 Through Hole Mount Right Angle 85R4853 pik: @ PXP4011/08P/3540 8 Crimp / Solder Pin -} Gold | Copper Alloy] 75Y9816 | 15.53 
PIM. 190035 Contacts Not Supplied 
= @ PXP4011/08S/3540 8 Crimp / Solder} Gold | Copper Alloy} 75Y9824 15.53 
Socket - Contacts Not 
4000 Series Buccaneer Sealed Connectors Supplied 
bulgin @ PXP4011/12P/3540 12 Crimp / Solder Pin -} Gold | Copper Alloy | 75Y9832 1.92 
‘a brand of Elektron Technology Contacts No Supp ied 
@ PXP4011/12S/3540 12 Crimp / Solder} Gold | Copper Alloy} 75Y9840 1.92 
Socket - Contacts Not 
Supplied 


Cable Mount Receptacle, Nylon (Polyamide) Body, Cable Entry Size: 4.0 


- 4.5mm (Green) 


@ PXP4011/03P/4045 3 Crimp / Solder Pin -} Gold | Copper Alloy) 75Y9801 1.92 
Contacts Not Supplied 
Inline Flex Cable 
Connector @ PXP4011/03S/4045 3 Crimp / Solder} Gold | Copper Alloy} 75Y9809 1.92 
ae Socket - Contacts No 
Flex Cable Connector Supplied 
@ PXP4011/08P/4045 8 Crimp / Solder Pin -} Gold | Copper Alloy} 75Y9817 | 15.53 
Rear Panel & PCB Contacts Not Supplied 
Mounting Connector @ PXP4011/08S/4045 8 Crimp / Solder} Gold | Copper Alloy} 75Y9825 15.17 
Features: @ Flame Retardant moulding material - Polyamide aig ee s No 
© Sealed to IP66 IP68 and IP69K when mated UL94-VO — 
© |P68 rating tested at 1.054kg/sq cm (15lb/sq in) © Contacts supplied separately (except PCB @ PXP4011/12P/4045 12 Crimp / Solder Pin -| Gold | Copper Alloy | 75Y9833 1.92 
10m depth for 2 weeks versions) Contacts Not Supplied 
@ Power ratings up to 13A, 600V @ Sealing caps available to maintain IP68 rating @ PXP4011/128/4045 12 Crimp = / Solder} Gold | Copper Alloy) 75Y9844 18.80 
® Cable range from 3 to 7mm © Crimp and solder contacts Socket - Contacts Not 
@ Diameter over coupling ring 19.7mm @ UL, CSA and VDE approvals (pending) Supplied 
. es is Rear'Panel& PCB mounting = ee pea Kb Salt Mist (Cyclic) Marine Cable Mount Receptacle, Nylon (Polyamide) Body, Cable Entry Size: 4.5 - 5.0mm (Red) 
© Colour coded O-rings & washers for easy identi | @ EN60068-2-64 Vibration Resistance @ PXP4011/03P/4550 3 Crimp / Solder Pin -] Gold | Copper Alloy | 75Y9802 1.92 
icaiton purposes Contacts Not Supplied 
+ 3 Cri | Sold Gold |C Al 75Y9810 
No. of Contact Contact Contact Price Each @ PXP4011/03S/4550 eer ee ee fo) ‘opper Alloy 2.18 
Mfg. Part No. Contacts Type Plating | Material | Stock No. 1-9+ Supplied 
Back Box Mount Receptacle, Nylon (Polyamide) Body @ PxP4011/08P/4550| 8 [Crimp / Solder Pin -| Gold | CopperAlloy| 75Y9818 | 15.53 
@ PXP4013/03P 3 Crimp / Solder Pin -] Gold | Copper Alloy | 75Y9847 5.63 Contacts Not Supplied 
Contacts Not Supplied @PxP4011/08s/4550| 8  |Crimp / Solder) Gold | Copper Alloy| 75Y9826 | 15.53 
@ PXP4013/03S 3 Crimp / Solder} Gold | Copper Alloy} 75Y9849 15.20 Socket - Contacts Not 
Socket - Contacts Not Supplied 
Supplied @ PXP4011/12P/4550| 12 [Crimp / Solder Pin -| Gold | Copper Alloy | 75¥9834 | 4.92 
@ PXP4013/03P/PC. PCB Pin Gold | Copper Alloy | 75Y9848 19.67 Contacts Not Supplied 
@ PXP4013/03S/PC PCB Socke' Gold | Copper Alloy} 75Y9850 | 22.35 @ PXP4011/12S/4550 12 Crimp / Solder} Gold | Copper Alloy} 75Y9842 1.92 
@ PXP4013/08P Crimp / Solder Pin -} Gold | Copper Alloy) 75Y9851 14.85 saa se S No 
Contacts Not Supplied wpe te - 
© PXP4013/08S 8 Crimp | Solder| Gold |CopperAlloy| 75v9853 | 18.40 Cable Mount Receptacle, Nylon (Polyamide) Body, Cable Entry Size: 5.0 - 5.5mm (Yellow) 
Socket - Contacts Not @ PXP4011/03P/5055 3 Crimp / Solder Pin -} Gold | Copper Alloy | 75Y9803 0.58 
Supplied Contacts Not Supplied 
@ PXP4013/08P/PC PCB Pin Gold | Copper Alloy} 75Y9852 | 27.63 @ PXP4011/03S/5055 3 Crimp / Solder} Gold | Copper Alloy) 75Y9811 11.32 
@ PXP4013/08S/PC PCB Socke Gold | Copper Alloy | 7579854 | 12.45 me TOR s Nal 
@ PXP4013/12P 12 [Crimp / Solder Pin -) Gold | Copper Alloy} 75Y9855 | 15.20 @ PxP4011/08P/5055} 8 |Crimp / Solder Pin -| Gold | CopperAlloy| 75v9819 | 15.53 
Contacts Not Supplied : 
. Contacts Not Supplied 
PE XEAISI2S Fee contre ter| Cot [Seppe Aly (Ga @ PxP4011/088/5055| 8 [Crimp / Solder) Gold |CopperAlloy| 75¥9827 | 45.53 
CONE NaS INO Socket - Contacts Not 
Supplied Supplied 
@PxPAOTs2PIPC | 12 ECB Gold _| Copper Alloy |EUSMBBS55/ REI @ PXP4011/12P/5055} 12 [Crimp / Solder Pin -| Gold | CopperAlloy | 7579835] 4.92 
@ PXP4013/12S/PC. 12 PCB Socke Gold | Copper Alloy} 75Y9858 | 40.70 Contacts Not Supplied 
Cable Mount Receptacle, Nylon (Polyamide) Body, Cable Entry Size: 3.0 - 3.5mm (Light Grey) @ PXP4011/12S/5055/ 12 |Crimp / Solder] Gold | Copper Alloy | 75Y9843 4.92 
@ PXP4011/03P/3035| 3 [Crimp / Solder Pin -| Gold | Copper Alloy] 75Y9799 | 1.92 Socket - Contacts No 
Contacts Not Supplied Supplied 
@ PXP4011/038/3035 3 Crimp / Solder! Gold | Copper Alloy | 75Y9807 4.92 Cable Mount Receptacle, Nylon (Polyamide) Body, Cable Entry Size: 5.5 - 6.0mm (Blue) 
Socket - Contacts No‘ @ PXP4011/03P/5560 3 Crimp / Solder Pin -| Gold | Copper Alloy | 75Y9804 15.53 
Supplied Contacts Not Supplied 
@ PXP4011/08P/3035 8 Crimp / Solder Pin -} Gold | Copper Alloy) 75Y9815 | 15.17 @ PXP4011/03S/5560 3 Crimp / Solder} Gold | Copper Alloy] 75Y9812 | 15.53 
Contacts Not Supplied Socket - Contacts Not 
@ PXP4011/08S/3035 8 Crimp / Solder} Gold | Copper Alloy | 75Y9823 15.53 Supplied 
Socket - Contacts No’ @ PXP4011/08P/5560 8 Crimp / Solder Pin -| Gold | Copper Alloy | 75Y9820 1.92 
Supplied Contacts Not Supplied 
@ PXP4011/12P/3035} 12 | Crimp / Solder Pin -} Gold | Copper Alloy | 75Y9831 1.92 @ PXP4011/08S/5560 8 Crimp / Solder} Gold | Copper Alloy | 75Y9828 4.26 
Contacts Not Supplied Socket - Contacts Not 
@ PXP4011/12S/3035 12 Crimp / Solder} Gold | Copper Alloy} 75Y9839 1.92 Supplied 
Socket - Contacts No’ 
Supplied 
Cable Mount Receptacle, Nylon (Polyamide) Body, Cable Entry Size: 3.5 - 4.0mm (Grey) 
@ PXP4011/03P/3540 3 Crimp / Solder Pin -} Gold | Copper Alloy | 75Y9800 4.26 
Contacts Not Supplied 
@ PXP4011/03S/3540 3 Crimp / Solder} Gold | Copper Alloy} 75Y9808 1.92 
Socket - Contacts Not 
Supplied 
> CONTINUED > > CONTINUED > 
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4000 Series Buccaneer Sealed Connectors (CONT.) 4000 Series Buccaneer Sealed Connectors (CONT.) 
No. of Contact Contact|} Contact | Price Each No. of Contact Contact|} Contact | Price Each 
Mfg. Part No. Contacts Type Plating | Material | Stock No. 1-9+ Mfg. Part No. Contacts Type Plating | Material | Stock No. 1-9+ 
Cable Mount Receptacle, Nylon (Polyamide) Body, Cable Entry Size: 5.5 - 6.0mm (Blue) Straight Plug, Nylon (Polyamide) Body, Cable Entry Size: 4.0 - 4.5mm (Green) 
@ PXP4011/12P/5560] 12 |Crimp / Solder) Gold | Copper Alloy) 75Y9836 | 15.53 @ PXP4010/03P/4045 3 Crimp / Solder] Gold | Copper Alloy] 75Y9753 | 18.80 
Pin - Contacts No Pin - Contacts No 
Supplied Supplied 
@ PXP4011/12S/5560 12 Crimp / Solder} Gold | Copper Alloy | 75Y9844 1.92 @ PXP4010/03S/4045 3 Crimp / Solder} Gold | Copper Alloy} 75Y9761 13.24 
Socket - Contacts No Socket - Contacts No 
Supplied Supplied 
Cable Mount Receptacle, Nylon (Polyamide) Body, Cable Entry Size: 6.0 - 6.5mm (White) @ PXP4010/08P/4045| 8 Crimp _/ Solder} Gold | Copper Alloy} 75Y9769 | 15.53 
@ PXxP4011/03P/6065] 3 [Crimp / Solder] Gold ]CopperAlloy] 759805] 4.92 Pin - Contacts No} 
Pin - Contacts No‘ Supplied 
Supplied @ PXP4010/08S/4045 8 Crimp / Solder) Gold | Copper Alloy} 75Y9777 | 15.53 
@ PXP4011/03S/6065 3 Crimp / Solder) Gold | Copper Alloy) 75Y9813 | 15.53 Socket - Contacts No 
Socket - Contacts No‘ Supplied 
Supplied @ PXP4010/12P/4045 12 Crimp ! Solder} Gold | Copper Alloy | 75Y9785 1.96 
@ PXP4011/08P/6065 8 Crimp _/ Solder} Gold | Copper Alloy} 75Y9821 | 15.53 Pin - Contacts No 
Pin - Contacts No‘ Supplied 
Supplied @ PXP4010/12S/4045 12 Crimp / Solder} Gold | Copper Alloy} 75Y9793 1.92 
@ Pxp4o11/08s/6065] 8 [Crimp / Solder] Gold |CopperAlloy| 75¥9829] 4.92 Socket = Contacts Nol 
Socket - Contacts No‘ Supplied 
Supplied Straight Plug, Nylon (Polyamide) Body, Cable Entry Size: 4.5 - 5.0mm (Red) 
@ PXP4011/12P/6065] 12 |Crimp / Solder) Gold | Copper Alloy) 75Y9837 | 15.53 @ PXP4010/03P/4550| 3 Crimp / Solder] Gold | Copper Alloy) 75Y9754 4.85 
Pin - Contacts No Pin - Contacts No 
Supplied Supplied 
@ PXP4011/12S/6065 12 Crimp / Solder) Gold | Copper Alloy) 75Y9845 15153 @ PXP4010/03S/4550 3 Crimp / Solder} Gold | Copper Alloy} 75Y9762 1.92 
Socket - Contacts No Socket - Contacts No 
Supplied Supplied 
Cable Mount Receptacle, Nylon (Polyamide) Body, Cable Entry Size: 6.5 - 7.0mm (Black) @ PXP4010/08P/4550 8 Crimp / Solder} Gold | Copper Alloy) 75Y9770 | 18.80 
@ PxP4011/03P/6570| 3 [Crimp / Solder] Gold |CopperAlloy] 75¥9806 | 4.92 Pin - Contacts No} 
Pin - Contacts No‘ Supplied 
Supplied @ PXP4010/08S/4550 8 Crimp / Solder) Gold | Copper Alloy) 75Y9778 15:53) 
@ Pxp4011/038/6570| 3 [Crimp / Solder! Gold | Copper Alloy 75Y9814 | 11.97 Socket - Contacts No! 
Socket - Contacts No‘ Supplied 
Supplied @ PXP4010/12P/4550 12 Crimp ! Solder} Gold | Copper Alloy | 75Y9786 14.60 
@ PxP4011/08P/6570] 8 [Crimp / Solder] Gold |CopperAlloy| 75¥9822| 15.53 Pin - Contacts No 
Pin - Contacts No‘ Supplied 
Supplied @ PXP4010/12S/4550 12 Crimp / Solder) Gold | Copper Alloy) 75Y9794 1.92 
@ PxP4011/088/6570] 8 [Crimp / Solder] Gold | Copper Alloy| 75¥9830] 4.92 Socket - Contacts No! 
Socket - Contacts No‘ Supplied 
Supplied Straight Plug, Nylon (Polyamide) Body, Cable Entry Size: 5.0 - 5.5mm (Yellow) 
@ PXP4011/12P/6570| 12 |Crimp / Solder} Gold | Copper Alloy | 75Y9838 1.92 @ PXP4010/03P/5055) 3 Crimp / Solder] Gold | Copper Alloy| 75Y9755 4.92 
Pin - Contacts No Pin - Contacts No 
Supplied Supplied 
@ PXP4011/12S/6570] 12 Crimp / Solder) Gold | Copper Alloy) 75Y9846 | 15.53 @ PXP4010/03S/5055 3 Crimp / Solder] Gold | Copper Alloy| 75Y9763 4.92 
Socket - Contacts No Socket - Contacts No 
Supplied Supplied 
Straight Plug, Nylon (Polyamide) Body, Cable Entry Size: 3.0 - 3.5mm (Light Grey) @ PXP4010/08P/5055 8 Crimp _/ Solder} Gold | Copper Alloy) 75Y9771) 15.53 
@ PXP4010/03P/3035] 3 [Crimp / Solder] Gold |CopperAlloy] 75Y9751| 4.26 Pin - Contacts No 
Pin - Contacts No’ Supplied 
Supplied @ PXP4010/08S/5055 8 Crimp / Solder) Gold | Copper Alloy) 75Y9779 15.53 
@ PXP4010/038/3035] 3 [Crimp / Solder] Gold |CopperAlloy| 75Y9759| 4.92 Socket = Contacts No! 
Socket - Contacts No‘ Supplied 
Supplied @ PXP4010/12P/5055 12 Crimp ! Solder} Gold | Copper Alloy | 75Y9787 15.53 
@ PXP4010/08P/3035] 8 [Crimp / Solder] Gold |CopperAlloy| 75Y9767| 15.53 Pin - Contacts No 
Pin - Contacts No‘ Supplied 
Supplied @ PXP4010/12S/5055 12 Crimp / Solder} Gold | Copper Alloy} 75Y9795 1.92 
@ PXP4010/088/3035| 8 [Crimp / Solder! Gold |CopperAlloy] 75Y9775 | 4.92 Socket - Contacts No} 
Socket - Contacts No‘ Supplied 
Supplied Straight Plug, Nylon (Polyamide) Body, Cable Entry Size: 5.5 - 6.0mm (Blue) 
@ PXP4010/12P/3035] 12 |Crimp / Solder) Gold | Copper Alloy) 75Y9783 1.92 @ PXP4010/03P/5560 3 Crimp / Solder] Gold | Copper Alloy] 75Y9756 | 15.53 
Pin - Contacts No Pin - Contacts No 
Supplied Supplied 
@ PXP4010/12S/3035 12 Crimp / Solder) Gold | Copper Alloy] 75Y9791 1.92 @ PXP4010/03S/5560 3 Crimp / Solder} Gold | Copper Alloy} 75Y9764 4.62 
Socket - Contacts No Socket - Contacts No 
Supplied Supplied 
Straight Plug, Nylon (Polyamide) Body, Cable Entry Size: 3.5 - 4.0mm (Grey) @ PXP4010/08P/5560) 8 Crimp _/ Solder} Gold | Copper Alloy} 75Y9772 | 15.53 
@ PXP4010/03P/3540] 3 [Crimp / Solder] Gold |CopperAlloy] 75Y9752] 4.26 Pin - Contacts No} 
Pin - Contacts No‘ Supplied 
Supplied @ PXP4010/08S/5560 8 Crimp / Solder) Gold | Copper Alloy} 75Y9780 92) 
@ PXP4010/038/3540] 3 [Crimp / Solder] Gold |CopperAlloy| 75Y9760| 4.92 Socket - Contacts No! 
Socket - Contacts No‘ Supplied 
Supplied @ PXP4010/12P/5560 12 Crimp ! Solder} Gold | Copper Alloy | 75Y9788 15.53 
@ PxP4010/08P/3540| 8 [Crimp / Solder] Gold |CopperAlloy] 75Y9768 | 15.53 Pin - Contacts No} 
Pin - Contacts No‘ Supplied 
Supplied @ PXP4010/12S/5560 12 Crimp / Solder} Gold | Copper Alloy} 75Y9796 15.53 
@ PXP4010/08S/3540] 8 [Crimp / Solder] Gold |CopperAlloy| 75Y9776 | 15.53 Socket - Contacts No! 
Socket - Contacts No‘ Supplied 
Supplied Straight Plug, Nylon (Polyamide) Body, Cable Entry Size: 6.0 - 6.5mm (White) 
@ PXP4010/12P/3540) 12 |Crimp / Solder) Gold | Copper Alloy) 75Y9784 1.92 @ PXP4010/03P/6065| 3 Crimp / Solder] Gold | Copper Alloy] 75Y9757 | 15.53 
Pin - Contacts No Pin - Contacts No 
Supplied Supplied 
@ PXP4010/12S/3540 12 Crimp / Solder) Gold | Copper Alloy) 75Y9792 1.92 @ PXP4010/03S/6065 3 Crimp / Solder} Gold | Copper Alloy} 75Y9765 15.53 
Socket - Contacts No Socket - Contacts No 
Supplied Supplied 


@ PXP4010/08P/6065 8 Crimp / Solder} Gold | Copper Alloy} 75Y9773 14.60 
Pin - Contacts No 
Supplied 
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4000 Series Buccaneer Sealed Connectors (CONT.) USB 3.0 CONNECTORS (CONT.) 
A @ Meets High-Durability-Class (5000 mating cycles) | @ Withstands IR reflow temperatures of up to 255°C 
Mfg. Part N Pie - — pa blr Stock N a requirements of USB 3.0 specifications while maintaining solder-mount compatibility in 
gs FattiNo- omacks ype ating atetial OCKING: 3 © Provides faster data rates of up to 10 times the application processes 
Straight Plug, Nylon (Polyamide) Body, Cable Entry Size: 6.0 - 6.5mm (White) theoretical speed of USB 2.0 with improved custom @ Avvariety of PCB-mount designs in upright, vertical 
@ PxP4010/08S/6065| 8  |Crimp / Solder] Gold |CopperAlloy| 75Y9781| 14.60 power distribution and right-angle orientation 
mc € Not Mounting Tape Cut 
a Mfg. Part No. Type Orient. Stock No. 1-9+ 
@ PXP4010/12P/6065 12 | Crim, / Solder} Gold | Copper Alloy) 75Y9789 Y - 
Pin Contacts Not me ' ees USB 3.0, USB Type A, Receptacle, 13.85 mm Height 
Supplied @ 48404-0003 hrough Hole Moun Right Angle 29X4576 chill 
@ PXP4010/12S/6065 12 |Crimp / Solder} Gold | Copper Alloy) 75Y9797 | 15.53 USB 3.0, USB Type A, Receptacle, 14.88 mm Height 
eee No © 48409-0003 hrough Hole Moun Vertical 29X4580 = 
Straight Plug, Nylon (Polyamide) Body, Cable Entry Size: 6.5 - 7.0mm (Black) USB 3.0, USB Type A, a — mm Height vVerlic aET 
@ PXxP4010/03P/6570] 3  |Crimp / Solder) Gold |CopperAlloy| 75Y9758 | 15.53 © 48408-0003 seis Ree elie = 
Pin - Contacts No‘ USB 3.0, USB Type A, Receptacle, 15.50 mm Height 
Supplied © 48406-0003 hrough Hole Moun Right Angle 29X4578 3.16 
@ PXP4010/03S/6570 3 can pA ’ ine via Gold | Copper Alloy | 75Y9766 15.53 USB 3.0, USB Type A, Receptacle, 5.72 mm Height 
ae Sinoled © 48394-0003 hrough Hole Moun Right Angle 29X4572 1.09 
@ PXP4010/08P/6570 8 Crimp | Solder! Gold Copper Al loy 75Y9774 15.53 USB 3.0, USB Type A, Receptacle, 6.86 mm Height 
Pin - Contacts No @ 48393-0003 hrough Hole Moun Right Angle 29X4571 3.24 
__ Supplied USB 3.0, USB Type A, Receptacle, 6.92 mm Height 
@PXPADIO/OBSIES70) BO Conte her| oe | CopPer Aly (ae © 48392-0003 hrough Hole Moun Right Angle 29X4570 114 
Supplied @ 48398-0003 hrough Hole Moun Right Angle 29X4575 1.06 
@ PXP4010/12P/6570| 12 |Crimp / Solder} Gold |CopperAlloy| 75Y9790 | 15.53 USB 3.0, USB Type A, Receptacle, 6.93 mm Height 
Pin - Con facts No @ 48405-0003 hrough Hole Moun Right Angle 29X4577 = 
ats np + ves} Geld teemper Ale FEBS USB 3.0, USB Type A, Receptacle, 7.40 mm Height 
SEAPAOIO 20IGOI9 eeCueeeNall te | oo 1.92 © 48305-0003 hrough Hole Moun Right Angle 29X4573 = 
Supplied USB 3.0, USB Type A, Receptacle, 8.95 mm Height 
For Use Price Each @ 48391-0003 hrough Hole Moun Right Angle 29X4569 2.11 
Mfg. Part No. Type With Stock No.| _ 1-1-9+ PIM_212276 
@ PXP4081 Sealing Cap Bulgin PXP4010 & PXP4040| 75Y9863 9.16 
Series Circular Connectors USB Stacked Connectors 
@ PXP4082 Sealing Cap Bulgin PXP4011 Series Circular | 75Y9864 6.52 5 
Connectors Mounting | Price Each 
@ PXP4083 Sealing Cap Bulgin PXP4013 & PXP4043| 75y9865| 7.74 Mig. Part No. Type Orient. Stock No: ie 
Series Circular Connectors USB 3.0, USB Type A, Receptacle, 14.88 mm Height 
@ PXP4088/0305 | Cable Gland & Collet Pack} Cables from 3.0 to 5.0mm} 75Y9866 4.38 @ 48409-0003 Through Hole Mount Vertical 29X4580 = 
diameter USB 3.0, USB Type A, Receptacle, 15.50 mm Height 
@ PXP4088/0507 | Cable Gland & Collet Pack | Cables big) ene to 7.0mm | 75Y9867 5.22 @ 48406-0003 Through Hole Mount Right Angle 29X4578 3.16 
@ PXP4089/BL | ORing&Washer,Blue [Buccaneer 4000 Series] 75Y9868| 5.46 PIM-SatoUt 
Connectors 
@ PXP4089/GN | O Ring & Washer, Green | Buccaneer 4000 Series | 75Y9869 1.00 USB TYPE C CONNECTORS & CABLE ASSEMBLIES a 
Connectors mM re) | ex 
@ PXP4089/RD O Ring & Washer, Red | Buccaneer 4000 Series | 75Y9870 5.46 walls 
Connectors Gee tinoian 
@ PXP4089/WH | O Ring & Washer, White |Buccaneer 4000 — Series | 75Y9874 0.50 Available 
Connectors 
@ PXP4089/YL O Ring & Washer, Yellow | Buccaneer 4000 Series | 75Y9872 5.46 
Connectors > 
PIM_5532338 S 
Extraction - Connector 
For Use Price Each More compact USB Type-C connectors offer greater PCB savings while enabling high-frequency mating in data, 
Mfg. Part No. Description With Stock No. 1-4+ consumer and other I/O applications. 
13027/2 Insertion Tool, 24AWG to 20AWG | Buccaneer 2, 3 Pole Connectors | 79C4285 | 14.80 Mounting Price Each 
13027/1 Insertion Tool, 26AWG to 22AWG | Buccaneer 4, 6, 8 Pole] 9202532 12.51 Mfg. Part No. Type Orient. Stock No. 1-9+ 
Connectors USB 3.1, USB Type C, Plug 
13027 Insertion Tool, 2BAWG to 24AWG Oe Pole | 9202531 11.67 © 10544-0001 Surface Mount Right Angle 77Y8207 =a 
PIM 5530348 USB 3.1, USB Type C, Receptacle 
_ @ 105450-0101 Surface Mount Right Angle 77Y8208 22. 
USB 3.0 CONNECTORS biden 


molex 


USB Cable Assemblies 


oa RoHS 
ae ee —— : » Compliant 5 
Ss Ss — eR Gees ‘lab Cable Cable Price Each 
ids Po) gas ‘Camm pore Length Length 
4s aid ! Mfg. Part No. Imperial Metric Color Stock No. 1-9+ 
USB 2.0 - USB Type C Plug to USB Type C Plug 
a s % @ 68798-0002 3.28ft 1m Black T7Y8408 = 
{ USB 3.1 - USB Type C Plug to USB Type C Plug 
@ 68798-0004 2.62ft 0.8m Black T7Y8410 = 
@ 68798-0003 3.28ft 1m Black T7TY8409 — 
- $ PIM_5532373 
Re 
“Ss 
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USB 3.0 CONNECTORS USB 3.0 CONNECTORS (CONT.) 
Specifications by a definite tactile 
@ Functional temperature range : -55°C to +85°C. @ Right angle and vertical styles 
© Operating current rating: 1.8A © Compliant with physical, electrical and environ- 
at . © Operating voltage rating: 30VAC(RMS) mental requirements of USB 3.0 
: @ Insulation resistance: Initial 100mQ minimum Applications 
EZ PES Features & Benefits © Desktop and laptop 
€E ——, © Minimizes user wait-time © Digital audio 
© Backward compatible with USB 2.0 connector @ High volume storage devices 
© Over 10 times performance increase compared © Scanners 
to USB 2.0 © Game ports 
USB1065 UsB1070 USB1075 © Support 5 Gbps data rate for fast sync-n-go @ High definition A/V equipment 
USB1085 @ High durability: Fully mated condition is confirmed © Control boards 
Specifications: @ Insulation resistance: 1000MO Min RoHS 5 Price Each 
© Plastic housing: Thermoplastic, UL94V-0, blue © Mating force: 35N (3.57Kgf) Max Geacinpian Mfg. Part N oe Orient Stock N lacs | 
© Voltage rating: 30 VAC @ Unmating force: 10N (1.02Kgf) gs Fare NO. ype - Nene. COKUNO: S 
© Operating temperature: -55°C to +85°C Min. USB 3.0, USB Type A, Receptacle, 301” Min. Gold 
® Contact Resistance: 30mO Max © Durability: 5000 cycles @ 10117835-001LF Through Hole Mount Right Angle 44W3647 = 
Mounting | Tape Cut _ @ 10117836-001LF Through Hole Mount Vertical 44W3649 ae 
Mfg. Part No. Type Orient. Stock No. 1-9+ USB 3.0, USB Type A, Receptacle, Gold Flash 
USB 3.0, USB Type A, Receptacle @ 10117835-002LF Through Hole Mount Right Angle 44W3648 me 
@ USB1075-30-P-B Through Hole Mount | Right Angle 6575393 0.93 @ 10117836-002LF Through Hole Mount Vertical 44W3650 = 
@ USB1085-30-B Through Hole Mount Vertical 67W3218 —- PIM_208878 
USB 3.0, USB Type A, Receptacle, Dual 
@ USB1100-30-A Through Hole Mount Right Angle 18X2999 1.53 
USB 3.1 TYPE C 
PIM” 198010 ® Tailored for emerging product designs Amphenol 
© Reversible plug orientation & cable direction Commercial Products 
USB Stacked Connectors @ Extended 5A current ranges plus RoHS 
USB Power delivery Gee sinpian 
Mounting Tape Cut © Designed to establish future USB Available 
Mfg. Part No. Type Orient. Stock No. 1-9+ F oo ea 
USB 3.0, USB Type A, Receptacle, Dual psp radatte Aina 
- Amphenol’s USB C type connectors, 
@ USB1100-30-A | Through Hole Mount Right Angle 18X2999 1.53 designed for emerging product designs 
PIM_5511542 are fully compliant to the newest C Type 
spec. The usability for these low profile 
connectors is enhanced by offering 
USB 3.1 TYPE C CONNECTORS reversible plug and cable directions. 
The connectors also support scalable power charging by extending 5A current ranges plus USB power delivery. 
Tape & 
Mounting Tape Cut Reel 
Mfg. Part No. Type Orient. Stock No. 1-24+ Stock No. 1-24+ 


USB 3.1, USB Type C, Plug, Overmold plug 
12401562E4#2A | Surface Mount | RightAngle | 52Y0685 1.20 52Y0686 1.10 
USB 3.1, USB Type C, Receptacle, Mid-mount, Dual row, SMT type 


12401544E4#2A | Surface Mount | RightAngle | 13AC6058 _ 13AC6062 — 
12401698E4#2A | Surface Mount | RightAngle | 13AC6060 — 13AC6064 — 
USB 3.1, USB Type C, Receptacle, Right angle, Dual row, Hybrid type 
Horizontal Top-Mount : 
12401548E4#2A | Surface Moun | Right Angle | 52Y0683 ozs 52Y0684 eae 


USB 3.1, USB Type C, Receptacle, Right angle, Dual row, SMT type 


i 12401722E4H2A | Surface Mount | RightAngle [ 13AC6061 | 1,20 | 19AC6065|  — 
Mounting [Price Each “USB 3.1, USB Type C, Receptacle, Vertical 
Mfg. Part No. Type : Grient__[MEStOckiNos ee 12401661E4#2A | Surface Mount [ Vertical | 13AC6059 — | 13AC6063 = 
USB 3.1, USB Type C, Receptacle, Horizontal Mid-Mount, 10 mm Body pIMiedieDs 
USB4050-30-A Surface Mount, Through Hole Mount Horizontal 83Y8696 2.11 _ 
USB 3.1, USB Type C, Receptacle, Horizontal Mid-Mount, 8.65 mm Body 
USB4060-30-A Surface Mount, Through Hole Mount Horizontal 83Y8698 2.11 3.1 USB TYPE C 24 POSITION CONNECTORS IW 7 
USB 3.1, USB Type C, Receptacle, Horizontal Top-Mount, 10 mm Bod "fia 
USB4055-30-A Surface Mount, Through Hole Mount Horizontal 838697 3.02 i RoHS 
USB 3.1, USB Type C, Receptacle, Horizontal Top-Mount, 8.65 mm Body Me ~~ Gee cinpiat 
USB4065-30-A Surface Mount, Through Hole Mount Horizontal 83Y8699 4.53 = 
USB 3.1, USB Type C, Receptacle, Vertical with Stakes & Pegs 1 
USB4070-30-C. Surface Mount Vertical 83Y8700 3.52 
PIM_5721750 Mid-Mount Top-Mount 
USB 3.0 CONNECTORS Amphenol 
FC | Vertical SMT, Surface Mount 
RoHS _ @ Full metal housing with enhanced EMI/RFI @ Terminals: Copper Alloy, Tin-Plated 
ronal prevention © Contacts: Copper Alloy, 30 inches Gold Plated 
@ Reversible USB 3.1 Type C Connector ® Casing and Shield: Stainless Steel 
@ 10Gbps Data rate @ Insulator Material: High Temperature Thermoplas- 
© 2X faster than USB 3.0 with more efficient data tic Rated UL94V-0 
transfer, higher through-put & improved I/O power © Temperature Operating Range: -40°C to +80°C 
efficiency ® Voltage: 50VAC (RMS) 
Mounting Tape Cut 
Mfg. Part No. Type Orient. Stock No. 1-9+ 
USB 3.1, USB Type C, Receptacle, Mid-Mount 
898-43-024-90-310000 PCB Mount Right Angle 41Y9695 = 
USB 3.1, USB Type C, Receptacle, Top-Mount 
898-73-024-90-310001 | PCB Mount Right Angle T4Y9433 2.50 
USB 3.1, USB Type C, Receptacle, Vertical SMT, Surface Mount 
898-43-024-00-310002 | Surface Mount Vertical 01AC7521 3.36 
PIM_5417628 
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CONNECTORS & ACCESSORIES 
1/0 CONNECTORS 


HDMI CONNECTORS AND CABLE ASSEMBLIES 


A 
i 
L { 


Flag Receptacle 


} 
RoHS 
a Compliant 
Available 
bP = 
f ‘aa | 
A, 
| 


Receptacle With Flange 


HDMI (High-Definition Multimedia Interface) connectors are ideal for consumer electronics products such as 
digital television, set-top boxes and DVD players. HDMI's 19 and stacked 38 positions and 5 Gbps of bandwidth 
supports standard, enhanced, or high-definition video, plus multi-channel audio on a single cable. HDMI 
connectors and cable assemblies replace existing audio and digital cabling in one assembly. Features a friction 
lock design that provides secure electrical contact and smooth cable insertion/extraction. 

No. of Price Each 
Mfg. Part No. Gender Termination Contacts Stock No. 1-9+ 

PCB Mount, Type A Standard, Flag Orientation, Through Hole 

@ 2007435-1 Receptacle Through Hole Right Angle 19 72R3759 6.80 

PCB Mount, Type A Standard, Right Angle, Through Hole 

@ 1746679-1 Receptacle Through Hole Right Angle 19 80P3368 1.83 

PCB Mount, Type C Mini, Right Angle, Surface Mount 

@ 2013978-2 Receptacle | Surface Mount Right Angle 19 2570631 2.49 
PIM_163818 


HDMI CONNECTORS Amphenol 


FCi 
RoHS _ 
Compliant 
Available 


~~ 


P WEG 


Without Flange 


With Flange 


Features: 

@ Right-angle full surface mount (SMT) solder tails 
and thru-hole shell pegs 

Available with or without flange 

Metal shell for better EMI shielding protection 
HDMI 1.3a compliance 

Low impedance mismatch 

@ Backward compatible with DVI 

Specifications 

@ Housing: Copper Alloy 

HDMI (High Definition Multimedia Interface) is the next generation interface replacing the existing DVI connector. 
Itis commonly seen in consumer electronics products, such as digital television, DVD players and set top boxes. 
HDMI is backwards compatible with DVI and is much smaller and more user-friendly. The connector system 
supports the transmission of uncompressed video and audio along a single cable at 5Gbs. 


© Shell: Copper Alloy 

© Contacts: Gold plated Copper Alloy 

@ Insulation resistance: Unmated > 100 Mohm; 
Mated > 10Mohm 

© Current rating: 0.5 A minimum 

© Contact resistance: 30 mohm maximum 

@ Voltage rating: 40 VAC maximum 

@ Durability: 10,000 cycles 

@ Temperature range: -55°C to +85°C 


No. of Tape Cut 
Mfg. Part No. Gender Termination Contacts | Stock No. 1-9+ 
PCB Mount, With Flange 
@ 10029449-002RLF | Receptacle | Surface Mount Right Angle 19 95M0557 3.96 


PCB Mount, Without Flange 
@ 10029449-001RLF Jack 


PIM_139081 


Surface Mount Right Angle 19 95M0555 2.45 


DVI-D TO HDMI ADAPTERS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


DVI-D TO HDMI ADAPTERS (CONT.) 


Price Each 
Mfg. Part No. Connector A Connector B StockNo. [| 1+ 
@ DVIHDFM DVI-I Receptacle HDMI Plug 89M9456 2.03 
@ DVIHDFF DVI-I Receptacle HDMI Receptacle 89M9455 32.82 
PIM_147934 


DISPLAYPORT™ CONNECTOR AND CABLE 
ASSEMBLY 


Transporting high-definition video, audio and data between 
notebook PCs and displays, DisplayPort™ interconnects 
meet the digital interface industry standard for PC and CE 
markets. This 0.50mm pitch DisplayPort™ 20 circuit right- 
angle, surface mount male receptacle for wire-to-board 
application features gold-plated copper alloy contacts. 
Order DisplayPort™ cable assembly separately below. 


molex 


RoHS 


Cf Gee timoiat 
a 7 Available 
- 


No. of Tape Cut 
Mfg. Part No. Contacts Stock No. 1-9+ 
Receptacle, PCB Mount - Stainless Steel Body 
@ 47272-0001 20 43M0008 25 


PIM_93045 


MICROCROSS™ DIGITAL VISUAL INTERFACE (DVI) 
CONNECTOR SYSTEM 


molex 
a Geetinoiat 


Available 


Microcross™ DVI I/O connectors from Molex offer the standard digital interface for connecting a host device and 
display device to support high-resolution digital and/or analog video functions. Crossing ground blade design 
and LFH™ (low force helix) shrouded contacts support over 1.65Gbps per differential pair (for 9.9Gbps over a 
dual link implementation) and 2.5GHz support for the analog interface. By providing a single high-performance 
interface, board I/O space is saved and lower system costs are achieved. The interface provides added benefits 
of a high-cycle life interface for mobile applications and the improved EMI performance needed for high-speed 
links. 


Receptacle Headers 
Feature glass-filled thermosplastic housing, rated UL94V-0. Copper alloy contacts with gold flash plating. 
Voltage: 40V. Current: 1.54. Operating temperature: -20° to +85°C. 


Mounting No. of Price Each 

Mfg. Part No. Gender Type Contacts Stock No. 1-9+ 
Integrated Analogue & Digital (DVI-I) 
@ 74320-9010 Jack PCB Mount 29 25M5262 = 
@ 74320-3000 Receptacle Panel Mount 29 22H9965 2.90 
@ 74320-1004 Receptacle Panel Mount 29 59H5473 4.92 
@ 74320-4004 Receptacle PCB Mount 24 72K3694 5.19 
PIM_66483 


DVI to VGA Audio Video Adapters 
Adapt to existing systems using VGA, DFP, and P and D video 1/O interfaces. Compact size. Voltage: 40V. 


DVI-I Receptacle to HDMI 


DVI-I Receptacle to HDMI Plug 


DVI-D Plug to HDMI 


DVI-D Plug to HDMI Plug 


Receptacle Receptacle 
© Used to convert DisplayPort to DVI or HDMI @ DVI to HDMI interface allows backwards 
interfaces and DVI to HDMI interfaces compatibility 


@ Fully molded connectors for a durable and profes- © @ Gold plated contact pins to minimize signal loss 
sional appearance @ Handy devices for mixed interface environments 
DVI is the latest digital video interconnect standard established by the DDWG (Digital Display Working Group). 
This fully molded adapter provides transition from a DVI to HDMI interfaces. Compact in size, this adapter is very 


useful in dealing with difficult interconnection problems 
Price Each 
Mfg. Part No. Connector A Connector B Stock No. 1+ 
@ DVIHDMM DVI-D Plug HDMI Plug 89M9458 26.55 
@ DVIHDMF DVI-D Plug HDMI Receptacle 89M9457 22.79 
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Current: 1.5A. Operating temperature: -20° to +85°C. 
Price Each 
Geasinpian = Cc veal Global Mfg. Part No. Connector A Connector B Stock No. 1-9+ 
Available L- => ‘ Connectivity @ 88741-8700 DVI-A Plug VGA Receptacle 59J1964 8.06 
PIM_5511361 


MICRO HDMI (HIGH DEFINITION MULTIMEDIA 


INTERFACE) 
CONNECTORS fe, ae, 
Molex’s HDMI Micro connector is a 19- * t RoHS 


pin, 0.40mm (.016”) pitch interconnect, 
in a 6.50mm (.256”) by 2.90mm (.114”) 
stainless steel shell. The connector 
offers all the advantages of the HDMI 
1.4 specification and is half the size 
of the current Mini connector. The 
miniature footprint and low-profile 
height offer significant space savings. 
Molex's HDMI Micro connectors are the 
industries only I/O solution available 
to enable surpassed high-definition (HD) consumer demand. The HDMI Micro connector delivers equivalent 
mechanical strength and electrical characteristics of its larger Mini connector predecessor. Micro HDMI cable 
assemblies feature a compact overmold at half the size of the HDMI overmold. 


eRe pliant 
Pen Available 
~ ” hn 
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CONNECTORS & ACCESSORIES 


MICRO HDMI (HIGH DEFINITION MULTIMEDIA INTERFACE) CONNECTORS EVERCLEAR MINI MULTI-LANE HIGH SPEED CONNECTORS 
(CONT.) AND CAGES = TE 
Nocof Tape Cut Applications: connectivity 
Mfg. Part N Gend Terminati Contacts | Stock N 1-94 ® High Speed VO AUTHORIZED DISTRIBUTOR 
ger are: eneer: ermmnavion, ontacts OCKING: s @ Multiple Channels Interconnects ols 
PCB Mount Switches for Fibre Channel and InfiniBand vi Gee sinpiat 
@ 46765-2001 Jack Surface Mount Right Angle 19 52R4502 2.41 Palio eda sisaueith Available 
© 46765-0001 | Receptacle | Surface Mount Right Angle 19 74R1081 142 Sesh anenetal ae 
@ 46765-1001 Receptacle | Through Hole Right Angle 19 52R4503 2.83 © 26 and 36 position receptacles 
PIM_194911 © Keying options available 
© Potential for data rates beyond 10 Gb/s 
@ High density 0.8mm contact spacing 
Audio & Video © SMT PCB attachment for high speed signaling 
Price Each Tyco Electronics’ EVERCLEAR product family is the 
ECE SEAGr next generation high speed multi-lane interconnect 
Mfg. PartNo. | Connector TypeA | Connector TypeB | Length | Stock No. 1-4+ for internal and external receptacle applications and external cable assemblies. The system is designed to be 
@ 68786-0001 HDMI Type D Plug HDMI Type A Plug 3.3ft 55R0899 13.88 meet to SFF-8086, 8087 and 8088 standards. 
@ 68786-0002 HDMI Type D Plug HDMI Type A Plug 4.9ft 52R3164 a No. of Contact Contact Price Each 
@ 68786-0003 HDMI Type D Plug HDMI Type A Plug 6.6ft 84R4631 ws Mfg. Part No. Contacts Material Plating Stock No. 1-4+ 
PIM_5511115 Mini SAS, Receptacle, Surface Mount Right Angle 
@ 1-1761987-8 38 Phosphor Bronze | Gold Plated Contacts §1R1224 4.68 
MINI HDMI CONNECTORS () Mini SAS, Receptacle, Surface Mount Right Angle, 2.00 mm Tail 
multicomp @ 1888861-9 36 Phosphor Bronze | Gold Plated Contacts | 33R2374 6.57 
Mini SAS, Receptacle, Surface Mount Right Angle, 2.80 mm Tail 
Geptinpiat © 1888861-6 36 Phosphor Bronze | Gold Plated Contacts | 07R7321 2.84 
Avalable Mini SAS, Receptacle, Surface Mount Vertical 
@ 1888863-4 36 Phosphor Bronze | Gold Plated Contacts 07R7322 8.14 
SATA, Receptacle, Surface Mount Right Angle 
@ 1761987-7 26 Phosphor Bronze | Gold Plated Contacts 07R7317 3.00 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-9+ 
- 1-Port Shield Mini-SAS C i 07R7319 = 
Specifications © Dielectric withstanding voltage: between adjacent w1cees21t sald u slide 
© Current rating: 0.5A terminals: 500 VAC unmated; 300VAC mated PIM_147425 
@ Insulation resistance: 100 Mohm min unmated; © Operating temperature: -25°C to 85°C 
10Mohm mated 
sacks SERIAL-ATTACHED SCSI (SAS) CONNECTORS Amphenol 
No. of " 
Mfg. Part No. Gender Termination Contacts | Stock No. 1-99+ FC ] 
Cable Mount RoHS 
@ 60S019P-301N-B1 Plug Solder 19 06R5630 1.99 Geeiinpian 
Cable Mount, With C / M to A/ F adapter PCB 
@ 60S019P-301N-B2 Plug Solder 19 06R5631 0.38 
PCB Mount 
@ 60S019P-301N-B Plug Solder 19 06R5629 = 
@ 60U019S-340N-A1 | Receptacle | Surface Mount Right Angle 19 06R5632 0.36 
@ 60U019S-341N-B1 | Receptacle | Surface Mount Right Angle 19 06R5633 1.08 
@ 60U019S-342N-B1 | Receptacle | Surface Mount Right Angle 19 06R5634 1.08 Features: © Housing: High Temp Thermoplastic, UL 94V-0; 
PIM_147264 © For high-speed serial storage interfaces of up Color: Black 


UNIVERSAL SERIAL BUS 3.0 RECEPTACLES 


— 
USB 3.0 Type A Receptacle 


@ Fully shielded 


USB 3.0 Type B Receptacle 


=+ 


Micro Type B Vertical 
Receptacle 


RoHS — 
Compliant 
Available 


si 


Micro Type B Receptacle 


@ 10X faster than USB 2.0 and provides optimized 


@ Fully backwards compatible with USB 2.0 power efficiency 
Mounting Price Each 
Mfg. Part No. Type Orient. Stock No. 1-9+ 

USB 3.0, Micro USB Type B, Receptacle 

@ 897-10-010-40-300002 Surface Mount Right Angle 55W5638 4.32 
@ 897-10-010-00-300002 Surface Mount Vertical 55W5637 0.81 
USB 3.0, USB Type A, Receptacle 

@ 896-46-009-90-300000 Through Hole Mount Right Angle 55W5636 6.43 
USB 3.0, USB Type B, Receptacle 

@ 897-46-009-90-300000 Through Hole Mount Right Angle 55W5639 = 
PIM_213172 


1.800.463.9275 © newark.com 


to 6 Gb/s 

® 29-position SAS connectors enable SFF-8482 
HDD interface 

@ Provide dual signal ports (7 contacts/port) and 15 
contacts for power 

© SAS receptacles also accept SATA drives 


© Designed to support hot-plugging and blind-mating 


of HDDs 

© Connector retainers provide additional mechanical 
strength after soldering 

Specifications 


Contact & Retianer Base Material: Copper lloy 
Contact Plating: Gold 

Solder Area & Retainer Finish: Tin 

Contact Resistance: 30 mQ max.initial; 15 mQ 
max. change after test 

Current Rating: 1.5 A per contact 

Voltage Rating: 100 VAC Max 

Durability: 500 cycles 

Mating Force: 50N max. 

Unmating Force: 5N min. 


The 29 Position SAS Receptacle and Plug connectors enable high-speed SAS interface up to 6 Gb/s. FCI’s SAS 
product range supports hot plugging, blindmating of HDDs and feature retention clips that provide additional 
mechanical strength for robust PCB attachment. SAS vertical receptacles are typically used for storage 
backplane or HDD carrier applications. SAS right angle receptacles address server blade, storage blade, 
embedded systems, or HDD carrier applications. SAS headers are intended for interposer or port selector 


assemblies in removable HDD carriers 


No. of Contact Contact Price Each 
Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 
SAS, Plug, Surface Mount Right Angle 
@ 10034524-001LF 29 | Copper Alloy | Gold Plated Contacts 1272579 1.42 
SAS, Plug, Surface Mount Vertical 
@ 10041724-001LF 29 Copper Alloy | Gold Plated Contacts 73K1771 eee 
SAS, Receptacle, Press Fit Vertical 
@ 10031077-001LF 29 Copper Alloy | Gold Plated Contacts 43K4441 3.70 
SAS, Receptacle, Surface Mount Right Angle 
@ 10036587-001LF 29 Copper Alloy | Gold Plated Contacts 40P3615 5.73 
SAS, Receptacle, Through Hole Vertical 
@ 10018182-001LF 29 | Copper Alloy | Gold Plated Contacts 43K4439 Ae 
PIM_190770 
SERIAL-ATA (SATA) CONNECTORS Am phenol 
FCi 
RoHS 
Geetimsiat 
Available 
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CONNECTORS & ACCESSORIES 


1/0 CONNECTORS 


SERIAL-ATA (SATA) CONNECTORS (CONT) 
Applications: Processor and storage blades 


© Notebook PCs 

© Server and storage blades 
@ External storage systems 
@ HDDs and HDD carriers 


@ Mezzanine cards 
@ Embedded system boards 
@ Audio/video storage 


The SATA connector system is designed for hot plugging and blind mating of HDDs. The 22-position, receptacle 
and plug connectors enable the implementation of the new high-speed, Serial ATA (SATA) hard disk drive (HDD) 
interface. The backplane receptacle accepts a SATA drive, but is keyed to block the installation of a Serial- 
Attached SCSI (SAS) drive. Staggered contact lengths provide sequential mating of contacts to enable hot 
plugging. Molded guide posts provide angled lead-in to compensate for connector misalignment, allowing self 
alignment during the mating process. 
No. of Contact Contact Price Each 
Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 

SATA, Receptacle, Surface Mount Right Angle, Port Away from PCB 

@ 10034814-001LF 22 Copper Alloy | Gold Plated Contacts 1273011 1.33 
SATA, Receptacle, Surface Mount Right Angle, Port Towards PCB 

@ 10029364-001LF 22 Copper Alloy | Gold Plated Contacts 43K4440 4.13 
SATA, Receptacle, Through Hole Vertical 

@ 10017660-001LF 22 Copper Alloy | Gold Plated Contacts 1273008 471 
PIM_134282 

USB Connector 

This universal serial bus surface mount receptacle features white thermoplatic housing, rated UL94V-0, nickel- 
plated copper alloy shell, and copper alloy contacts plated 30” gold in contact area. 

Mounting Price Each 
Mfg. Part No. Type Orient. Stock No. 1-9+ 

USB 2.0, USB Type A, Receptacle, Thru-Hole Mounting Claw and Sensing Pin 

@ 87583-2010BLF Surface Mount Right Angle 31M6798 1.36 
PIM_5511537 
ATA SERIAL CONNECTORS 


molex 
RoHS 
Compliant 
Available 


PC board ATA hard drive connectors feature 1.27 mm 
(.050") pitch, 7-contact, single row construction. Rated 1.5 
A, 500 VAC withstanding voltage. Housing flammability 
rating: UL 94V-0. 


No. of Contact Contact Price Each 

Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 
SATA, Header, Surface Mount Vertical 
@ 67800-5005 7 Brass Gold Plated Contacts 63K9264 5 
SATA, Header, Through Hole Vertical 
@ 67800-8005 7 Brass Gold Plated Contacts 63K9265 = 
SATA, Receptacle, IDC / IDT 
@ 67926-0011 5 Copper Alloy Gold Plated Contacts 63K9266 0.41 
SATA, Receptacle, Surface Mount Right Angle 
@ 67489-8005 v4 Copper Gold Plated Contacts 59J1079 5 
PIM_88005 


MINI-CLAMP CONNECTORS 


© RoHS _ 
Compliant 
Available 


373 Series Socket 372 Series PCB Mount Socket 


371 Series Plug 
@ Reduces wire consumed when used as part of the 
3M complete factory automation offering ° 
© Terminate discrete wire in a convenient IDC 
connector package in less time than conventional @ 


for easy identification 

Integrated wire retention cover design to retain the 
wires while terminating to the IDC 

Provides even quality, reduces waste 


hand tools for crimp connectors @ Reduces maintenance work by providing higher 
@ Easy field termination with no special wire prepara- connection reliability 
tion - no stripping, no tinning, no special tooling @ Rated 3 Amps 
© Debris-free IDC termination eliminates waste @ Mating Latches provide a reliable interconnection 
by-products that may contaminate the work in demanding applications 
environment © Compact design saves board space 
@ Wire Termination Operation with a general tool @ High number of mating cycles - 300 
“pliers” reduces tooling cost @ Link Connectors are designed to the CC-Link 


@ Accommodates 20-26 AWG stranded wires with a 
broad range of wire diameters, color coded cover 


3M™ Mini-Clamp Connectors are designed to provide connection reliability and cost performance in I/O 
applications commonly found in a wide range of sensor control systems, including Factory Automation and 
Industrial Controls. 3M Mini-Clamp products use the advantage of 3M’s IDC technology which does not require 
any special tooling or pretreatment of cables, and can be terminated using a standard pair of pliers. Benefits 
of the Mini-Clamp products include a simple installation process that does not create material debris or waste; 
a labor saving IDC termination process relative to traditional interconnect alternatives; ease of assembly 
for system building; and a design that provides for consistent quality and reliability. Features include semi- 
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MINI-CLAMP CONNECTORS (CONT.) 


transparent cover, color-coded covers to provide for the proper wire usage, wire alignment and retention built 
into the cover. These features provide for proper wire termination along with latches and polarization to allow for 
proper mating of the connectors. The 3M Mini-Clamp Connectors are part of a serial field bus system solution 
that is designed to reduce the space of sensor wires in factory automation machines when compared to parallel 


wiring approaches. The total field installation costs (assembly and wiring) can be reduced when the 3M Mini- 
Clamp products are used — especially in combination with the 3M Link Connector offering. 
No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. i+ 
Plug, IDC / IDT, 24 - 20 AWG, Blue 
@ 37103-A165-00E MB 3 | 2mm 1 94M5234 1.69 
Plug, IDC / IDT, 24 - 20 AWG, Grey 
@ 37103-A206-00E MB 3 2mm 1 94M5235 1.69 
@ 37104-A206-00E MB 4 2mm 1 94M5238 2.46 
Plug, IDC / IDT, 26 - 24 AWG, Orange 
@ 37104-B163-00E MB 4 | 2mm 1 94M5241 1.94 
Plug, IDC / IDT, 26 - 24 AWG, Yellow 
@ 37103-B122-00E MB 3 2mm 1 94M5236 = 
@ 37104-B122-00E MB 4 2mm 1 94M5240 1.94 
Receptacle, IDC / IDT, 24 - 20 AWG, Blue 
@ 37303-A165-00E MB 3 2mm 1 94M5248 1.71 
@ 37304-A165-00E MB 4 2mm 1 94M5252 = 
Receptacle, IDC / IDT, 24 - 20 AWG, Grey 
@ 37303-A206-00E MB 3 2mm 1 94M5249 1.71 
Receptacle, IDC / IDT, 26 - 24 AWG, Red 
@ 37304-B101-00E MB 4 | 2mm i 94M5254 2.06 
Receptacle, IDC / IDT, 26 - 24 AWG, Yellow 
@ 37303-B122-00E MB 3 | 2mm 1 94M5250 — 
Receptacle, Through Hole, Type B Keying 
@ 37204-62B3-004PL 4 2mm 1 94M5245 2.07 
PIM_110642 


2.54mm (0.100) PITCH LINK CONNECTORS A GB 


eq? e® 


Available 
381 Series, 2 Position IDC 381 Series, 4 Position IDC 


oe 


382 Series, 2 Position Right 382 Series, 2 Position Vertical 
Angle 


@ Hermaphroditic four-point contact mating struc- @ Easy field termination with no special wire prepa- 


tures reduces the number of different components 


required to interconnect and ensure a reliable 


interconnect 


@ Easy, labor saving and reliable IDC termination 

© T-Tap termination enable mid-cable terminations 
without special preparation or handling of the cable 
or wires in order to interconnect fieldbus and power 


lines at any point 


ration — no stripping, tinning or special tooling, can 


terminate with a common pair of pliers 
@ Design accepts multiple wire diameters of 1.1 to 
2.54mm, conductor sizes of 18 to 22 AWG 


@ 5Amp maximum cu 
contact 


nection in demandini 


rent carrying capability per 


© Latching mechanism maintains a reliable intercon- 


g field applications 


3M™ 38X02 Series Link Connector includes 2 and 4 position wiremount and boardmount products and offers 
the advantages of insulation displacement contac’ 
lors accommodate discrete or flat ribbon cable with conductor sizes between 18 


connection. Wiremount connect 


and 22 AWG, and requires no more than a pair o} 


(IDC) technology while provid 


pliers to make 


he termination. 


ing a safe and reliable electrical 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows StockNo. | 1-9+ 
Plug, IDC / IDT, Discrete Wire, 20 AWG, White Body / Pink Cover 
@ 38102-W022-W00 FL 2 2.54mm 1 7377898 3.43 
Plug, IDC / IDT, Discrete Wire, 22 AWG, Grey Body / Yellow Cover 
@ 38102-F020-H00 FL 2 2.54mm 1 7377897 3.43 
Plug, IDC / IDT, Flat Cable, 18 AWG, Black Body / Black Cover 
@ 38102-0018-000 FL 2 2.54mm 1 7377899 3.19 
@ 38104-0018-000 FL 4 2.54mm 1 21K3543 461 
Receptacle, Through Hole, Right Angle 
@ 38202-52S3-000 PL 2 2.54mm 1 7377900 3.43 
Receptacle, Through Hole, Straight 
@ 38202-62S3-000 PL 2 2.54mm 1 7377901 3.19 
PIM_111058 


SHRUNK DELTA RIBBON (SDR) I/O CONNECTORS & CABLE 


ASSEMBLIES 


122XX-1150-00FR 


122XX-5150-00FR 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


RoHS _ 
Compliant 
Available 


122XX-8250-00FR 
3M™ SDR connector is a ribbon contact system with a 0.8mm contact pitch. SDR boardmount connectors are 


> CONTINUED > 


CONNECTORS & ACCESSORIES 


1/0 CONNECTORS 


SHRUNK DELTA RIBBON (SDR) I/O CONNECTORS & CABLE ASSEMBLIES MINI D RIBBON (MDR) METAL JUNCTION SHELLS FOR ROUND oN 
(CONT) CABLE 


constructed of RoHS compliant high temp plastic bodies, 30y” gold contacts, polarized, stamped metal EMI/ RoHS 
ESD interface with installed jack sockets and supporting boardmounting hardware. Applications include high Ose 
density I/O and camera to C/L frame grabber applications meeting the new AIA Industrial Mini Camera Link® Available 
standard. 
No. of Contact Contact Price Each 
Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 

SDR, Receptacle, Surface Mount Right Angle 

@ 12226-8250-00FR 26 Copper Alloy | Gold Plated Contacts | 88K3134 20.91 

SDR, Receptacle, Through Hole Right Angle 

@ 12226-5150-00FR 26 Copper Alloy | Gold Plated Contacts 88K3130 16.10 ‘ 

SDR, Receptacle, Through Hole Vertical 180° Exit 60° Exit 

@ 12226-1150-00FR | 26 Copper Alloy | Gold Plated Contacts | 88K3129 10.15 @ Metal junction shell for 3M™ Mini D Ribbon (MDR) ing for cable shield 


Plug Connectors 
@ Rugged two-piece die cast metal shell with 60° or 
straight round exit 
© Compatible with 101XX-6000 EC series IDC plug 
© Reliable metal strain relief clamp provides ground- 


3M MDR zinc junction shells are designed to protect the termination between round profile cable and mfg. part 
nos 101XX0-6000 EC Series IDC plug connectors. The 60° degee exit junction shell is useful in vertical I/O 


@ Excellent EMI/ESD protection 

® Quick release latching mechanism 

® Available in 14, 20 (straight only) 26, 36, 40, 50, 
68, 80 (60° only) and 100 position 


PIM_88944 


0.050” MINI D RIBBON WIRE MOUNT PLUGS 


@ Shielded I/O plugs 
@ Ribbon-style contacts 
© Contact plating: 30y” gold, rated 


applications such as cabinets where the cable hangs down and saves space compared to the 90° degree exit. 
MIL-G-45204, Type Il, grade C The metal shell provides protection from EMI/RFI and puts less strain on the wire termination. 
© Current rating: 1A AL @ - 
© Withstanding voltage: 500Vrms For Use Body Exit Price Each 
© Color: black Mfg. Part No. With Material Angle | Stock No. 1-9+ 
* UL recognized, CSA certified Junction Backshell 
High-performance insertionAwithdrawal @ 103A0-C200-00 | 100Position Connectors | Zinc Alloy Body | 180° | 7578476 | 18.91 
cycles. Recommended for termination — : - 
to twisted pair of flat cable with max @ 10314-C200-00 14 Position Connectors Zinc Alloy Body 180 7518478 12.36 
conductor OD of 0.027" +0.003"; @ 10320-C200-00 | 20Position Connectors | ZincAlloyBody | 180° | 7578480 | 16.18 
ge ta loa © 10326-C200-00 | 26Positio Connectors | ZincAlloy Body | 180° | 7578481 | 13.08 
available; go online or call. @ 10336-C200-00 36 Position Connectors | ZincAlloyBody | 180° 7578483 12.80 
No. of Mounting Termination Price Each @ 10340-C200-00 40 il ion Connectors anc A loy Body | 180 7578485 15.88 
Mfg. Part No. Contacts Type Type Stock No. 41-9+ @ 10350-C200-00 50 Position Connectors | ZincAlloyBody | 180° 7578487 21.52 
Plug @ 10368-C200-00 68 Position Connectors | ZincAlloyBody | 180° 7578489 17.65 
@ 10120-6000EC 20 Cable Mount IDC / IDT 91F4890 ae @ 103A0-C500-00 100 Position Connectors | Zinc Alloy Body 60° 7578477 20.42 
@ 10126-6000EC 26 Cable Mount IDC / IDT 52F7593 6.88 @ 10314-C500-00 14 Position Connectors | Zinc Alloy Body 60° 7578479 14.08 
@ 10136-6000EC 36 Cable Mount IDC / IDT 52F7595 8.22 @ 10326-C500-00 26 Position Connectors | Zinc Alloy Body 60° 7578482 14.91 
@ 10140-6000EC 40 Cable Mount IDC /IDT 91F4891 8.50 @ 10336-C500-00 | 36 Position Connectors | ZincAlloyBody | 60° | 7578484 | 16.30 
@ 10150-6000EC 50 Cable Mount IDC / IDT 52F7594 8.89 @ 10340-C500-00 40 Position Connectors | Zinc Alloy Body 60° 7578486 17.18 
@ 10168-6000EC 68 Cable Mount IDC / IDT 52F7596 12.62 @ 10350-C500-00 50 Position Connectors | ZincAlloyBody | 60° 7578488 | 23.27 
PIM_8461 @ 10368-C500-00 68 Position Connectors | Zinc Alloy Body 60° 7578490 19.09 
@ 10380-C500-00 80 Position Connectors | Zinc Alloy Body 60° 7578491 19.67 
PIM_202096 


MINI D RIBBON (MDR) JUNCTION SHELLS 


0.050” MINI DELTA RIBBON BOARD MOUNT STRAIGHT 
RECEPTACLES 


RoHS — 

Compliant 

Available 
WE 


RoHS 
Compliant 
Available 


@ Board mount, thru-hole, vertical, shielded, I/O 
receptacles 


@ Reliable plugging and unplugging 
© 36-position used for IEEE 1284-C interface 


@ Rugged die-cast metal stand @ Temperature rating: -55°C to 105°C 
@ Plastic shells over metal ; © Squeeze to release latches @ Ribbon-style ccontacts 
© EMI shield plates provides EMI/ESD protection © Color: Beige Current rating: 1A. Insulation resistance: >5 x 1080 @ 500VDC. Withstanding voltage: 500Vrms for 1 minute. 
© Straight cable exit Body: zinc with nickel plating; shroud: steel with nickel plating; insulation: glass-reinforced polyester. Color: 
Compatible with 101XX-6000EC MDR (Mini D Ribbon) plugs; ordered separately. Also available in dark grey black. UL recognized, CSA certified. 
and medium grey; go online or call. = 
. Price Each No. of Mounting Termination | Price Each_ 
For Use Shell Body Exit [eee Mfg. Part No. Contacts Type Type Stock No. 1-9+ 
Mfg. Part No. With Size Material | Angle | Stock No. 1-9+ Receptacle 
Plastic Shielded Junction Backshell @ 10214-6212PC 14 PCB Moun Through Hole 93K6329 6.16 
10350-3210-000 | MDR 50 Position Connector Plastic Body | 180° | 52F7599 = © 10220-6212PC 20 PCB Moun Through Hole 74K4076 622 
10320-3210-000 | MDR 20 Position Connector} ... _ | Plastic Body | 180° | 91F4888 7.81 © 10236-6212PC 36 PCB Moun Through Hole 36K2821 ISG 
40326-3210-000 | MDR 26 Position Connector | 0.5mm | Plastic Body | 180° | 52F7597 3.42 © 10250-6212PC 50 PCB Moun Through Hole 83K0558 = 
@ 10314-3210-000 | MDR 14 Position Connector | 14 | Plastic Body | 180° | 91F4887 7.43 © 10268-6212PC 68 PCB Moun Through Hole 69K7229 12.52 
PIM_8462 @ 10280-6212PC 80 PCB Moun‘ Through Hole 93K6336 14.71 
@ 102A0-6212PC 100 PCB Moun Through Hole 93K6328 14.71 
Y Receptacle, Vertical 
our 
= Pi 
DEVELOPM ENT 4 EDUCATION Z RESEARCH @ 10226-6212PC 26 PCB Moun Through Hole 93K6332 8.45 
& MAKERS & DESIGN PIM_B459 
DISTRIBUTOR 5 
Supporting your journey at PROTOTYPE PRODUCTION 
every stage 7 & TEST 7 & MAINTENANCE 
PIM_5793904 
1.800.463.9275 © newark.com SWicries elementiu 211 


CONNECTORS & ACCESSORIES 


1/0 CONNECTOR 


0.050” MINI DELTA RIBBON, SOLDER PLUG CONNECTORS 


© Solder plug shielded I/O connectors 
© No special tooling required 


Accepts a wide variety of 24-30 AWG discrete wire cable. 
Copper alloy contacts. Current rating: 1A. Insulation 


ze 


@ Ribbon-style contacts RoHS | 
© Reliable repetitive plugging/unplugging rouptant 


° 


resistance: 5 x 1080 @ 500VDC. Withstanding voltage: 
500Vrms for 1 minute. Temperature rating: -55°C to 
+105°C. UL recognized. 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


TE CONNECTIVITY’S AMP CHAMP 0.050” SERIES | AND II 
CONNECTORS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


—— 


1-1734099-0 


2-5178238-9 
RoHS — 
No. of Mounting Termination Price Each Ose 
Mfg. Part No. Contacts Type Type Stock No. 1-9+ 1734099-6 
Plug @ Panel attachment UL94V-0 
© Centerline: 0.050” (1.27mm) @ Phosphor bronze contacts 
© 10114-3000PE 14 Cable Mount Solder BOKG509 er © PC board thickness: 0.062-0.093" (1.57 -2.36mm) © 30y” Gold-plated contact mating area 
@ 10120-3000PE 20 Cable Mount Solder 69K7225 —  Glass-filled nylon housing, flammability rated 
@ 10126-3000PE 26 Cable Mount Solder 80K6510 9.08 Wire-to-board receptacles feature double-spring contact design to provide intermateability and conformance to 
@ 10136-3000PE 36 Cable Mount Solder 69K7226 44.30 standards. PC board mount right-angle receptacles feature rugged zinc die-cast body. 
@ 10150-3000PE 50 Cable Mount Solder 93K6327 10.87 No. of Contact Contact Price Each 
PIM_68337 Mfg. Part No. Contacts Material Plating Stock No. 1-24+ 
Wire to Board, Plug, Through Hole Right Angle 
@ 1734099-4 40 Phosphor Bronze | Gold Plated Contacts 08P0619 2.24 
MINI DELTA RIBBON (MDR) JUNCTION SHELLS @ 1734099-6 60 Phosphor Bronze | Gold Plated Contacts 08P0620 6.65 
@ Durable two-piece glass reinforced polyester shell with ground strap 
© Round straight cable exit @ 1734099-7 68 Phosphor Bronze | Gold Plated Contacts | 08P0621 5.01 
© Compatible with 3M mfg. part nos. 101XX-3000PE Geena Wire to Board, Plug, Through Hole Vertical 
‘5 a ee ee plugs Available @ 1-1734099-0 100 Phosphor Bronze | Gold Plated Contacts | 73M8537 7.18 
© Quick release metal latches Wire to Board, Receptacle, Through Hole Right Angle 
© Color: black @ 2-5178238-1 14 Copper Alloy Gold Plated Contacts | 17R7678 | 11.75 
@ 2-5178238-8 68 Copper Alloy Gold Plated Contacts | 05M6041 12.46 
@ 2-5178238-9 100 Phosphor Bronze | Gold Plated Contacts 73K1621 19.58 
PIM_61075 
For Use Body Exit Price Each 
Mfg. Part No. With Material Angle |StockNo.| _1-9+ TE CONNECTIVITY’S AMP 0.085” CHAMP CONNECTORS 
Solder Plug Junction Backshell -_ TE 
@ 10314-52F0-008 | 14 Position Connector | PET (Polyester), Glass Filled | 180° | 18C3888 8.16 econectiviy 
Body {AUTHORIZED DISTRIBUTOR 
@ 10326-52F0-008 | 26 Position Connector | PET (Polyester), Glass Filled | 180° | 50B147 12.78 Seb in F 
Body ‘ompliant 
Available 
@ 10320-52F0-008 | 20 Position Connector | PET (Polyester), Glass Filled | 180° | 50B8703 12.44 * 
Body AW qd 
@ 10350-52F0-008 | 50 Position Connector | PET ae at Filled | 180° | 50B8704 14.43 Receptacle 
@ 10336-52F0-008 | 36 Position Connector | PET (Polyester), Glass Filled | 180° | 90B8573 ae 
Body Plug 
PIM_60670 Insulation displacement connectors terminate unstripped solid and 7-strand wire, multiconductor cable, and 
ribbon and laminated cable. Accommodate wire with soft insulation types in diameters to 0.045” (1.14). For 
cable-to-cable and cable-to-panel connector applications. Requires one bail or screw lock hardware kit per 
D RIBBON WIRE MOUNT SOCKET WITH BAIL MOUNT OPTION oi assembly; order separately go online or call. UL recognized, CSA certified. 
No. of Contact Contact Price Each 
Gee einpian Mfg. PartNo. | Contacts Material Plating Stock No. 1-24+ 
Available 1/0, Plug, IDC / IDT, Screw Lock 
@ 229974-1 50 Copper Alloy Gold Plated Contacts 46F1630 6.56 
Micro D, Plug, IDC / IDT, Bail Lock 
@ 552272-1 24 Copper Alloy Gold Plated Contacts 46F1623 8.22 
@ 552274-1 36 Copper Alloy Gold Plated Contacts 46F1627 7.88 
@ 552032-1 50 Copper Alloy Gold Plated Contacts 25H8295 = 
R le with 4 @ 552276-1 64 Copper Alloy Gold Plated Contacts 46F1634 cs 
eceptacle will Plug without Insert a 
#4-40 Insert Micro D, Plug, IDC / IDT, Screw Lock 
© Material: Glass-reinforced polyester © Current rating: 1A @ 552282-1 14 Copper Alloy Gold Plated Contacts 46F1621 8.49 
: la Hala oe copper © Temperature rating: -55°C to +105°C @ 552283-1 24 Copper Alloy Gold Plated Contacts | 82F9842 8.56 
Accommodates 26-30 AWG flat, round or jacketed cable. Order 50-position stainless steel strain relief @55220-1 es Copper Al oy Gold Plated Contacts CATES 1026 
separately below. Micro D, Receptacle, IDC / IDT, Thick Flange Style RP 
No. of Contact Contact Price Each @ 2-552001-1 50 Copper Alloy Gold Plated Contacts 82F9845 = 
Mfg. PartNo. | Contacts Material Plating Stock No. 1-9+ @ 2-552277-1 64 Copper Alloy Gold Plated Contacts | 87F6579 6.18 
Micro D, Plug, IDC / IDT, With #4-40 Insert Micro D, Receptacle, IDC / IDT, Thick Flange Style RS 
@ 3564-1002 50 Copper Alloy | Gold Plated Contacts 46F4802 = @ 592312-1 14 Copper Alloy Gold Plated Contacts | 46F1622 _ 
Micro D, Plug, IDC / IDT, With Bail Mount @ 552305-1 24 Copper Alloy Gold Plated Contacts | 46F1597 4.20 
@ 3564-1001 50 Copper Alloy | Gold Plated Contacts | 46F4801 = @ 552314-1 36 Copper Alloy Gold Plated Contacts | 46F1628 8.97 
Micro D, Plug, IDC / IDT, Without Insert @ 552064-1 50 Copper Alloy Gold Plated Contacts 46F1605 10.33 
@ 3564-1000 50 Copper Alloy | Gold Plated Contacts 46F4800 = @ 229975-1 50 Copper Alloy Gold Plated Contacts | 46F1632 5.20 
Micro D, Receptacle, IDC / IDT, With #4-40 Insert @ 552315-1 64 Copper Alloy Gold Plated Contacts | 87F6578 _ 
@ 3565-1002 50 Copper Alloy Gold Plated Contacts 46F4814 = Micro D, Receptacle, IDC / IDT, Thick Flange Style RS, C-Slot 
Micro D, Receptacle, IDC / IDT, Without Insert @ 552307-1 64 Copper Alloy Gold Plated Contacts | 15H9903 10.61 
@ 3565-1000 50 Copper Alloy Gold Plated Contacts 46F4812 = Micro D, Receptacle, Through Hole Right Angle, PC Board 
5 @ 5552725-1 50 Phosphor Bronze | Gold Plated Contacts 42K8735 11.34 
For lee [Price Each Wire to Board, Receptacle, IDC /IDT, Thick Flange with Integral Locking Latch 
Mfg. Part No. Type With Stock Now MEO ire to Board, Receptacle, , Thick Flange with Integral Locking Latc 
© 3448-63 | Strain Relief| 3564, 3565 or 3582 IDC Flat Cable D-Ribbon| 87F3872 =; @5589921"1 50 Phosphor Bronze | Gold Plated Contacts [BRISMESES = 
Connectors Wire to Board, Receptacle, Through Hole Vertical, PC Board 
PIM_8511 @ 5552118-1 50 Copper Alloy Gold Plated Contacts | 42K8731 a 
PIM_8030 


212 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


TE CONNECTIVITY’S AMP 0.085” CHAMP LATCH LOW 
PROFILE CONNECTORS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


Receptacle Plug 


Low profile. Fit 26 AWG solid, 28 AWG stranded, 28 or 30 AWG solid copper ribbon cable 0.032-0.045” (0.813- 
1.14) thick; order separately, go online or call. 


No. of Contact | Contact Price Each 

Mfg. PartNo. | Contacts Material Plating Stock No. 1-24+ 
Micro D, Plug, IDC / IDT, Bail Lock 
@ 554085-1 50 Phosphor Bronze Gold Plated Contacts 90F4997 8.58 
Micro D, Plug, IDC / IDT, Panel 
@ 554105-1 50 Phosphor Bronze | Gold Plated Contacts 90F4982 13.25 
Micro D, Plug, IDC / IDT, Screwlock 
@ 553600-1 36 Phosphor Bronze | Gold Plated Contacts 90F8350 —= 
@ 553602-1 60 Phosphor Bronze Gold Plated Contacts 90F4998 a 
Micro D, Receptacle, IDC / IDT, Panel 
@ 554088-1 24 Phosphor Bronze Gold Plated Contacts 90F4992 17.05 
@ 554090-1 50 Phosphor Bronze Gold Plated Contacts 90F4983 13.47 
Micro D, Receptacle, IDC / IDT, Screwlock 
@ 553599-1 24 Phosphor Bronze | Gold Plated Contacts 90F4991 13.74 
@ 553603-1 50 Phosphor Bronze Gold Plated Contacts 90F4981 12.50 

PIM_8028 


TE CONNECTIVITY’S AMP 0.085” SHIELDED CHAMP LATCH 
PANEL MOUNT CONNECTORS 


@ Panel Attachment 

@ Mating Connector Screw Lock 

@ For Ribbon Cable, Centerline Spacing 0.050” 
(1.27mm) 

© Screw Size: 6-32 

@ Thermoplastic Housing 

© Gold/Nickel Over Copper Alloy Contacts 

Interface Bus application per IEEE-488. 


HARDWARE KITS FOR LOOSE PIECE SHIELDED 
CONNECTORS 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


Preassembled Connector 


No. of Contact Contact Price Each 
Mfg. Part No. Contacts Material Plating Stock No. 1-4+ 
Wire to Board, Receptacle, IDC / IDT, Bail Lock 
@ 5554346-2 36 Copper Alloy Gold Plated Contacts 80K7761 13.37 
Wire to Board, Receptacle, IDC / IDT, Screwlock 
@ 5554434-1 24 Copper Alloy Gold Plated Contacts 16M3299 21.46 
Wire to Board, Receptacle, IDC / IDT, Screwlock with Latch 
@ 5554349-1 24 Copper Alloy Gold Plated Contacts 16M3298 = 
Wire to Board, Receptacle, Through Hole Right Angle, Bail Lock 
@ 5553813-3 50 Copper Alloy Gold Plated Contacts 42K8740 11.94 
Wire to Board, Receptacle, Through Hole Right Angle, Screwlock 
@ 5553811-1 24 Copper Alloy Gold Plated Contacts 17M9031 414.41 
For Use Price Each 
Mfg. Part No.| Description Type With Stock No.| 1-1-9+ 
@ 554808-1 | 15.11 mm Length Screw Lock Shielded CHAMP Latch | 90F4984 6.27 
@ 5553636-3 | 17.48 mm Length Screw Lock Shielded CHAMP Latch | 16M3296 10.05 
@ 5553636-2 | 19.05 mm Length | Screw Ba Hardware | Shielded CHAMP Latch | 16M3295 12.20 
it 


PIM_8029 


TE CONNECTIVITY’S AMP CHAMP FIELD INSTALLATION 
50-POSITION asters screw 
() 4-40 X 6.35 (.25) LONG 


CONNECTOR KITS 
a RoHS _ 
{es q Bie 


f \o0° TAPERED COVER 


= 7E 


connectivity 


CABLE cusp” 
97.92 (3.855) >| 


33.35 
(1.313) 
ASSEMBLED 


TERMINAL BLUE COLOR DOT 
QUANTITY sa, LOCATEDIN CENTER 4.88 
x (192) 


t i 
1753 7 = ee 
(0 | Pi oof" t 


¥ 1258 | is 
tag | PLUG ASSEMBLY 


Ay 
DUST COVER 
BLUE 


@ Thermoplastic Housings and Accessories 


© Connector Kit Includes Connector for Indicated 
Wire Size and Cover 


> CONTINUED > 


1.800.463.9275 © newark.com 


CONNECTORS & ACCESSORIES 


1/0 CONNECTORS 


TE CONNECTIVITY’S AMP CHAMP FIELD INSTALLATION 
50-POSITION CONNECTOR KITS (CONT.) 


No. of Contact Contact Price Each 
Mfg. Part No. Contacts Material Plating Stock No. 1-24+ 

Micro D, Plug, IDC / IDT, Black 

@ 5229912-1 50 Copper Alloy Gold Plated Contacts 16M3250 10.72 
Micro D, Plug, IDC / IDT, Black, Bulk Packed 

@ 6-5229912-1 50 Copper Alloy Gold Plated Contacts 16M3394 = 
Micro D, Plug, IDC / IDT, Black with Dust Cover 

@ 1-5229912-1 50 a Gold Plated Contacts 87K6517 = 
Micro D, Plug, IDC / IDT, Grey 

@ 5229912-4 50 Copper Alloy Gold Plated Contacts 70M8629 7.36 
Micro D, Receptacle, IDC / IDT, Black 

@ 5229913-4 50 | Copper Alloy Gold Plated Contacts 67M9267 8.53 
Micro D, Receptacle, IDC / IDT, Black with Dust Cover 

@ 1-5229913-1 50 Copper Alloy Gold Plated Contacts 73M8541 11.24 
Micro D, Receptacle, IDC / IDT, Grey 

@ 5229913-1 50 a Gold Plated Contacts 16M3251 7.06 
PIM_8033 


NANONICS DUALOBE RECTANGULAR CONNECTORS 


— is 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


Standard sizes: 5, 9, and 15 

Temperature range is -200°C to +200°C. 

Current rating: 1A per contact 

Low contact resistance (0.003 ~ 0.008 ohms) 

500 mating cycles 

Contacts: berillium copper plated with gold, tin-load 


or nickel in mating area 
®@ Plastic housing and insulator: 30% glassed-filled 
Liquid Crystal Polymer (LCP) per MIL-M-24519 
@ Metal housing with LCP insulator: 6061-T6 
aluminum with electroless nickel plating per MIL 


e 
e 
) 
e 
e 
e -C-26074 


NANONICS D-style rectangular connectors have earned the distinction of being the most popular and widely 
utilized style of Nano connectors. These connectors incorporate the DUALOBE polarization scheme which 
negates the need for mating guide pins and does not increase the package size. 
No. of | Contact Price Each 
Mfg. Part No. Contacts | Gender Termination Stock No. 1-9+ 
Plug, Nickel Plated Aluminum Housing, 30y” Gold Plated Contacts 
@ SSM009PC2DC018N 9 Socket Crimp 08H4155 | 277.09 
@ SSM015PC2DC024N 15 Socke' Crimp 39C9645 | 350.67 
Receptacle, LCP (Liquid Crystal Polymer) Housing, Tin-Lead Plated Contacts 
SSLOO9L2HN 9 Socke' | Surface Mount Right Angle | 08H4027 150.82 
Receptacle, Nickel Plated Aluminum Housing, Nickel Plated Contacts 
@ SSM005SC2DC018N 5 Socket | Crimp 08H4121 332.23 
Receptacle, Nickel Plated Aluminum Housing, Tin-Lead Plated Contacts 
SSMO05L2HN 5 Socket | Surface Mount Right Angle | 8108806 278.91 
SSMOO9L2HN 9 Socket | Surface Mount Right Angle | 08H4132 284.47 
SSMO015L2HN 15 Socket | Surface Mount RightAngle | 08H4189 305.78 
PIM_192422 


TE CONNECTIVITY’S AMP CHAMP SHIELDED CABLE 
CONNECTOR KITS 


ifs 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


Bail- or Screw- 
Lock Assembly 
Kit includes 1 CHAMP® IDC plug (choice of screw- or bail-lock model), 1 outside shield, 1 inside shield. 
Preloaded contacts available in B-Slot for 24 AWG and 26 AWG solid or 24 AWG 7-strand wire. 


Outside Shield Inside Shield 


No. of Contact Contact Price Each 
Mfg. Part No. Contacts Material Plating Stock No. 1-24+ 
1/0, Plug, IDC / IDT 
@ 554954-2 50 Copper Alloy Gold Plated Contacts 90F4154 16.82 
Micro D, Plug, IDC / IDT 
@ 554950-2 36 Copper Alloy Gold Plated Contacts 90F8364 74.70 
PIM_8026 
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CONNECTORS & ACCESSORIES 
1/0 CONNECTORS 


Connector Backshell Cover Kits 
These shielded cable cover kits include one top and one bottom polyphenylene oxide cover plus one flame- 
retardant nylon strain relief insert. Color: black. Requires two 4-40 x 0.265” long captive pan head screws per kit. 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


TE CONNECTIVITY’S AMP CHAMP IDC STRAIN RELIEF COVERS (CONT.) 


Screws and shielded cable inner ferrules available separately; go online or call. 


For Price Each 
Use 
Mfg. Part No. Description Type With |StockNo.| 1-1-24+ 
@ 2-552076-1 | Snap-On, 0.320-0.380" Cable OD | Strain Relief Cover Kit 46F1561 3.59) 
@ 552011-1 | Snap-On, 0.415-0.465" Cable OD | Strain Relief Cover Kit 46F1575 0.25 
@ 552731-1 | Snap-On, 0.475-0.540" Cable OD | Strain Relief Cover Kit 87F6569 1.05 
@ 552082-1 | Snap-On, 0.480-0.540" Cable OD | Strain Relief Cover Kit}6 4] 46F1569 = 
PIM_75435 


For Use Body Exit Price Each 
Mfg. Part No. With Material Angle | Stock No. 1-24+ 
Cable Connector Kit, Cable O.D. 6.35mm — 12.7mm (0.25” - 0.5”) 
@ 554945-1 | 36 Position Champ IDC Connectors | Thermoplastic Body | 180° | 90F4139 9.61 
@ 554946-1 | 50 Position Champ IDC Connectors | Thermoplastic Body | 180° | 90F4140 6.65 
@ 554944-1 | 24 Position Champ IDC Connectors | Thermoplastic Body | 180° | 90F8355 ame 
PIM_5511554 


TE CONNECTIVITY’S AMP CHAMP IDC STRAIN 
RELIEF COVERS 


RoHS 
Compliant 
Available 


is 


connectivity 


AUTHORIZED DISTRIBUTOR 


157 SERIES MICRO-PIERCE IDC CONNECTORS Am phenol 


Commercial Products 
RoHS 
Gee tinoiat 
Available 
© 
Wig 


Cable-to-Cable 
157 series specifications same as 57 series except wire sizes 24 and 26 AWG solid conductor, 26 and 28 AWG 
Strain Relief Cable Clamp Kit, Slide-On stranded conductor. Insulation displacement termination. UL recognized, CSA certified. Order mfg. part no. 
356-157 termination tool kit separately; go online or call. 
No. of Contact Contact Price Each 
Mfg. Part No. Contacts Material Plating Stock No. 1-24+ 
Strain Reliet Cover [At Snap-On ; ; ; ; Micro D, Plug, IDC / IDT, Low-Profile Steel Hood 
Constructed of high-impact strength thermoplastic. NOTE: The cable outer diameter (0.D.) range listed below is © 157-72500-3 50 Copper Alloy Gold Plated Contacts 10M8473 8.54 
a guideline. The appropriate strain relief cover depends on cable stiffness, cable packaging and fillers. - 
; Price Each Micro D, Plug, IDC / IDT, Screw Type Hood 
urate pty Ree nah Pima — _© 157-2250 50 Copper Alloy | Gold Plated Contacts | 10M8472 856 
Cable Ciemp 7425-0.500" Cable OD : Micro D, Receptacle, IDC / IDT, Low-Profile Steel Hood 
@ 1-229910-1 | 50 Position CHAMP Thermoplastic Body 9488344 ees @ 157-82500-3 50 Copper Alloy Gold Plated Contacts 93K7634 TAI 
0.085 Connectors PIM_8233 
Cable Clamp, 0.425" Max. Cable OD 
@ 552763-1 | 50 Position CHAMP Thermoplastic Body 90° | 7307063 0.65 57 SERIES MICRO-RIBBON® SOLDER 
0.085 Connectors Am phenol 
Strain Relief Cable Clamp Kit, Slide-On, 0.350-0.425" Cable OD TERMINATION CONNECTORS ; 
PM pee Commercial Products 
@ 5552960-2 | 50 Position Champ Thermoplastic Body 90° | 40P9776 = RoHS 
Connectors Gee tinaiat 
Strain Relief Cover, Slide-On, 0.425" Max. Cable OD praliils 
© 552760-1 | 50 Position CHAMP Thermoplastic Body 90° | 66F1678 = AY G 
0.085 Connectors 
Strain Relief Cover, Snap-On, 0.185-0.230" Cable OD 
@ 552412-1 | CHAMP DC Thermoplastic Body 90° | 46F1570 = 
Connectors Cable- 
to-Cable Rack and Panel 
Strain Relief Cover Kit, Snap-On, 0.290-0.360" Cable OD 
@ 552073-1 | CHAMP DC | PPV (Polyphenylene Vinylene) Body | 180° | 46F1562 = Cable-to-Cable 
Connectors 57 series ribbon connectors are ideal for modems, multiplexers, computers and peripherals, medical 
Strain Relief Cover Kit, Snap-On, 0.305-0.360" Cable OD equipment, PBX devices and scientific instrumentation, telephone equipment, cash registers, vending machines 
@552414-1_ | CHAMP DC | PPV (Polyphenylene Vinylene) Body] 90° | 46F1572 = and similar equipment. Rated: 5A per contact, 70 DC. Operating temperature: -55°C to +105°C. Wire sizes: 22 
Connectors AWG solid, 24 AWG stranded. UL recognized, CSA certified. 
Strain Relief Cover Kit, Snap-On, 0.315-0.415" Cable OD No. of Contact Contact Price Each 
@ 1-552011-1 | CHAMP DC | PPV (Polyphenylene Vinylene) Body] 90° | 90F4068 0.93 Mfg. PartNo. | Contacts Material Plating Stock No. 1-24+ 
Connectors Micro D, Plug, Solder, Micropierce Cable Mount 
Strain Relief Cover Kit, Snap-On, 0.330-0.380" Cable OD @ 57 30140 14 Copper Alloy Gold Plated Contacts 10M8495 7.69 
@ 3-552008-1 age DC | PPV (Polyphenylene Vinylene) Body | 180° | 46F1565 3.27 @ 57 30240 24 Copper Alloy Gold Plated Contacts 93K7651 6.60 
onnectors 7 ae 
- - - = Micro D, Plug, Solder, Microribbon Cable Mount 
seer covet Ri Snep-Orr eee cate or Sov 750" ESR © 57 30360 36 Copper Alloy | Gold Plated Contacts | 10M8496 = 
@ 2-552008-1 Cainesers (Polyphenylene Vinylene) Body 0.72 @ 57-30500 50 Copper Alloy Gold Plated Contacts 410M8498 = 
Strain Relief Cover Kit, Snap-On, 0.410-0.475" Cable OD Micro D, Plug, Solder, Rack & Panel Miniature 
@552496-1 | CHAMP DC | PPV (Polyphenylene Vinylene) Body] 90° | 46F1576 2.13 @ 57 10140 14 Copper Alloy Gold Plated Contacts 10M8490 cs 
Connectors @ 5710240 24 Copper Alloy Gold Plated Contacts 10M8491 a 
Strain Relief Cover Kit, Snap-On, 0.430-0.490" Cable OD @ 57 10360 36 Copper Alloy Gold Plated Contacts 93K7650 8.95 
@ 552008-1 | CHAMP DC | PPV (Polyphenylene Vinylene) Body | 180° | 46F1567 5.21 @ 57 10500 50 Copper Alloy Gold Plated Contacts 42F132 5.61 
: - Connec nS = Micro D, Plug, Solder, Running Cable 1-26 End,High Barrier 
Strain Relief Cover Kit, Snap-On, 0.430-0.500" Cable OD @ 57 105007 50 Copper Alloy | Gold Plated Contacts | 10M8492 9.67 
©552073-6 eae F DC | PPV (Polyphenylene Vinylene) Body | 180° IAS ean Micro D, Receptacle, Solder, Miniature Ribbon, Spring Latch 
onnectors i s i 
Strain Relief Cover Kit, Snap-On, 0.480-0.550" Cable OD @ 57 40140 14 Copper Alloy Gold Plated Contacts 10M8497 7.16 
© 4-552008-1 | CHAMP DC | PPV (Polyphenylene Vinylene) Body | 180° | 46F1568 | 3.68 © 57 40240 = Copper Alloy | Gold Plated Contacts [BRSSKIGO2iil ING2 
Connectors @ 57 40360 36 Copper Alloy Gold Plated Contacts 88K1455 6.02 
Strain Relief Cover Kit, Snap-On, 0.540-0.605" Cable OD @ 57 40500 50 Copper Alloy Gold Plated Contacts 42F135 9.59 
@ 2-552496-1 | CHAMP DC PP (Polypropylene) Body 90° | 46F1578 2:15 Micro D, Receptacle, Solder, Miniature Ribbon, Spring Latch, Modified Back Shell 
Connectors @ 57-60240 24 Copper Alloy Gold Plated Contacts 93K7655 7.13 
For Price Each @ 57-60360 36 Copper Alloy Gold Plated Contacts 10M8499 = 
Use 
Mfg. Part No. Description Type With |Stock No.| 4-1-24 ee — 1 a a _Gold Plated Contacts | EBSSZESS esi! 
© 5552560-5 | Slide-On, 0.425-0.500" Cable OD| Tapered Cover Kit 16M3290 | 2.93 icro D, Receptacle, . eh aS ee wee saeio — 
@ 2-552079-1 | Snap-On, 0.265-0.310" Cable OD | Strain Relief Cover Kit|1 4] 46F1558 = @57 20140 opper Alloy _|_Gold Plated Contacts = 
@ 1-552076-1 | Snap-On, 0.280-0.320" Cable OD | Strain Relief Cover Kit 46F1560 | 2.59 sore a Copper Alloy | Gold Plated Contacts [amUMES3 ashe 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 


1/0 CONNECTORS 
57 SERIES MICRO-RIBBON® SOLDER TERMINATION CONNECTORS Contacts 
(CONT) Current Contact Contact Tape Cut 
No. of Contact Contact Price Each Mfg. Part No. Rating Material Plating Stock No. 1-99+ 
Mfg. Part No. Contacts Material Plating Stock No. 1-24+ Socket 
Micro D, Receptacle, Solder, Rack & Panel Miniature @ 348030211 7A Copper Alloy Tin Plated Contacts 84R9845 0.02 
@ 57 20360 36 Copper Alloy Gold Plated Contacts 88K2172 = PIM_5511510 
@ 57 20500 50 Copper Alloy Gold Plated Contacts 10M8494 9.04 
Micro D, Receptacle, Solder, Running Cable 25-50 End CENTRONICS® PARALLEL CONNECTORS fe) 
@ 57 205007 50 Copper Alloy | Gold Plated Contacts | 88K2173 10.27 multicom 
PIM_8231 Pp 
RoHS 
Geeinpian 
STAC64 STACKABLE a 
CONNECTION SYSTEM molex 


Ge oF ey 


34691 Right-Angle 


34690 Vertical 


31372 Hybrid 


34729 Black 


@ Stackable connection system of readily available 
PCB headers 

@ Header and receptacle housings molded in 
standard USCAR color schemes 

® No tooling necessary to produce custom multi-bay 
headers 

@ Pre-assembled, linear Mylar PC tail alignment strip 
for right angle headers 


34695 Hybrid 
Vertical 


34696 Hybrid 
Right-Angle 


RoHS 
Compliant 
Available 


@ Headers can be ganged together to meet growing 
terminal quantity requirements 
@ PCB standoffs ensure all terminals are properly 


aligned into PCB 


@ Retain header to PCB during assembly and solder 


processing 


@ High temperature thermoplastic housing 
© Headers feature tin plated copper alloy contacts 


@ Modular-housing design with standard dovetail @ Voltage rating: 500V max 

features molded into the housings © Operating temperature range: -40° to +100°C 
The Stac64 connection system allows OEM and device manufacturers greater design flexibility to support both 
low-level signal requirements as well as power applications upwards of 30.0A. The standard product line based 
on the 0.64mm (.025”) pitch terminal supporting low-level signal requirements and an additional 10-circuit ‘power 
pocket’ version based on 1.50 and 2.80mm (.059 and .110”) pitch terminals to support power applications. 


Female 
Centronics®-type connector offers a fast, economical method to achieve electrical interconnection. A 


trapezoidal-shape shell provides correct polarity. Shell: nickel-plated steel. Insulator: glass-filled thermoplastic. 
Insulator resistance: 1000MQ min. @ 500VDC. UL94V-0. Working voltage: 500VDC. Current rating: 5 amps per 
contact. Copper alloy contacts with gold plating over nickel. Operating temperature range: -55°C to +105°C. 
No. of Contact Contact Price Each 
Mfg. Part No. Contacts Material Plating Stock No. 1-49+ 
Centronics, Plug, Solder 
@ SPC15336 24 Brass Gold Plated Contacts 79K4928 = 
Centronics, Receptacle, Solder 
@ SPC15302 24 Brass Gold Plated Contacts 79K4896 25.48 
PIM_8877 


CLOUDSPLITTER CONNECTOR SYSTEM 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


Features & Benefits: shielded or unshielded configuration 


This Stac64 is a standard product system based on USCAR-2 Class II mechanical and electrical performance © Cat Se and DC power in one connection to help © Pre-terminated cable assemblies in standard 
characteristics for unsealed connector applications. The connectors mate to existing wire-harness connectors standardize your inventory ; : lengths , 
designed to the USCAR/EWCAP industry footprints. 20-circuit connectors are molded in standard USCAR © SMT Jack accepts standard RJ45 shielded plugin RoHS/REACH Compliant 
colors for visual polarization and aid to assembly. addition to CLOUDSPLITTER plug assembly @ Lead-free reflow solder capable 
= ® Shielded SMT jack and cable plug ® Cable is UL444 and CM rated 
No. of Contact _ Price Each_ © Cable combines signal and power available in © Certified to UL 1863 
Mfg. PartNo. | Contacts | Gender Termination Stock No. 1-9+ The CLOUDSPLITTER connector system is a single cable solution for powered devices that delivers Cat5e 
Header, Black, A Polarization performance and up to 250 watts of power over a single cable. The 8 position RJ45 jack is surface mountable 
7 5 A and includes integrated LED indicator lights. The jack accepts CLOUDSPLITTER or standard RJ45 shielded 
sso 0000 : Pn Through Hole Right Angle SARSE0S = plugs and provides DC power at 5A up to 50VDC over two integrated power contacts. 
@ 34690-0080 8 Pin Through Hole Vertical 92P7407 a Cable Cable Price Each 
@ 34691-0120 12 Pin Through Hole Right Angle 57R9612 1.48 Length Length [fase 
@ 34690-0120 12 Pin Through Hole Vertical 57R9599 — Mfg. Part No. Imperial Metric Color Stock No. 1-24+ 
@ 34691-0160 16 Pin Through Hole Right Angle 57R9615 = RJ45 Plug to RJ45 Plug 
@ 34690-0200 20 Pin Through Hole Vertical 57R9605 = @ 2178127-1 6.6ft 2m Black 09X1781 29.13 
Header, Black, A Polarization, Single Bay Hybrid @ 2178127-2 16.4ft 5m Black 09X1782 55.40 
@ 34696-0100 10 Pin Through Hole Right Angle 57R9623 2.64 @ 2178127-3 32.8ft 10m Black 09X1783 133.49 
@ 34695-0100 10 Pin Through Hole Vertical 57R9622 —= @ 2178127-4 82.02ft 25m Black 09X1784 143.19 
Header, Brown, C Polarization For Use Price Each 
@ 34691-0202 20 Pin Through Hole Right Angle 57R9620 1.74 Mfg. Part No. With Stock No. 1+ 
Header, Gray, B Polarization 2217299-1 AMP Micro MATE-N-LOK 18AWG Receptacle Contacts | 09X1786 | 510.26 
© 34691-0201 20 Pin Through Hole RightAngle_|__57R9619 = 2217400-1 AMP CLOUDSPLITTER Cable Plug Connectors 09x1787_ | 849.57 
Header, Green, D Polarization PIM_211523 
@ 34691-0203 20 Pin Through Hole Right Angle 57R9621 1.74 
Receptacle, Black, A Polarization 
@ 34729-0080 8 Socket | Through Hole RightAngle |  84R9838 = Plugs & Jacks 
© 34729-0120 12 Socket | Through Hole RightAngle | 84R9839 = No. of flanelGut 
© 34729-0200 20 Socket | Through Hole RightAngle | 84R9841 =a Mfg. Part No. Ror _Category Stock No. 19+ 
Receptacle, Brown, C Polarization RJ45 Jack - Surface Mount - Without Power Pins 
© 34729-0202 20 Socket_| Through Hole Right Angle | _64R9843 = Wi2iie126-2 a ee urate 4.16 
Receptacle, Gray, B Polarization RJ45 Jack - Surface Mount - With Power Pins 
© 34729-0201 20 Socket | Through Hole RightAngle | 84R9842 | 1.81 wt 761261 : case pexITT 288 
RJ45 Plug - IDC / IDT 
PIM_190046 
@ 2178148-1 1 Catbe 09X1785 8.52 
PIM_5511156 
Rectangular Power Contacts 
Contact Contact AWG AWG Tape Cut 
Mfg. Part No. Material Plating Min Max Stock No. 1-99+ 
Socket, Crimp, 
@ 33012-2003 | CopperAlloy | Tin Plated Contacts | 22AWG | 22AWG | 15M8276 0.12 
@ 33012-2002 Copper Alloy | Tin Plated Contacts | 20AWG | 18AWG | 39M4524 0.06 
PIM_5511511 
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MODULAR JACKS & PLUGS 


AMP SINGLE MODULAR JACKS AMP SINGLE MODULAR JACKS (CONT.) 
=D 
=TE No.of [Tape Gut 
rau Mfg. Part No. Ports Category Stock No. 1-9+ 
AUTHORIZED DISTRIBUTOR RJ45 Jack - Through Hole 
Osa @ 216550-1 1 Cat3 26M6323 1.66 
pvaliale @ 1116503-2 1 Cat5 16M2706 4.69 
@ 2-406549-5 1 CatS 16M2835 Ee 
@ 2-406549-4 1 Cat5 79K5147 -—- 
@ 1-406507-4 1 CatS 16M2656 4.06 
@ 1116062-2 1 Cat5 42K6609 4.95 
© Shielded, grounded with PCB grounds © Recommended applications: Fast ethenet, 10 @ 1-406541-1 1 Cat5 67K7510 
@ Solder contacts Base-T ethernet, 10/100 Base-T ethernet e a2 
© Sold as 1 each @ 5558344-1 1 Cat5e 42K7310 4.62 
TT oo.CUd)té‘(‘éO CN TIC @ 5406299-1 1 Cat5e 32M7821 — 
Mfg. Part No. Ports Category Stock No. 1-94 @ 5406296-1 1 Cat5e 40P9713 2.05 
RJ11 Jack - Through Hole @ 5558343-1 1 Cat5e 72M6622 — 
© 5520250-1 1 Cat3 42K7222 112 RJ48X Jack - Through Hole 
@ 5555165-5 1 Cat3 19R2776 ae @ 5557791-1 1 Cat3 16M3302 7.93 
RJ14 Jack - Through Hole RJ50 Jack - Through Hole 
@ 5520258-2 1 Cat3 42K7226 0.70 @ 5558065-1 1 Cat3 39M4458 4.52 
@ 5520425-2 1 Cat3 42K7230 = @ 5558067-1 1 Cat3 79K1771 1.69 
@ 5555154-2 1 Cat3 83K0906 = PIM_83016 
@ 5555163-2 1 Cat3 42K8760 0.60 
@ 5555165-2 1 Cat3 42K8763 _ FILTERED MODULAR JACKS 
@ 5555140-2 1 Cat3 42K8748 1.30 
RJ22 Jack - Through Hole 
@ 5520257-2 1 Cat3 42K7225 1.16 AUTHORIZED DISTRIBUTOR 
5 RoHS 
@ 5555980-1 1 Cat3 42K7301 1.70 Soper 
@ 5558872-1 1 Cat3 42K7312 exe gr ai Available 
RJ25 Jack - Surface Mount ! A @ 
@ 5555077-1 1 Cat3 42K8745 3.38 ae 
RJ25 Jack - Through Hole ; 
@ 5520258-3 1 Cat3 42K7227 2.07 
@ 5520425-3 1 Cat3 42K7231 2.10 RJ11-6L-S RJ45-8L-B 
@ 5520470-3 1 Cat3 42K7233 = L Series L Series 
@ 5555154-1 1 Cat3 42K8757 = Cost-effective, space-saving solutions to the problems of RFI on signal lines. “Signal Sentry” filtered modular 
1 Cala 42K8747 jacks are ideal for telecommunications equipment, computers, terminals and peripherials. Inductive and optional 
@ 5555140-1 i = capacitive elements effectively remove common-mode noise from incoming signals and limits unwanted signal 
@ 5555163-1 1 Cat3 42K8759 = line emissions. N series jacks offer inductance and optional shielding plus a lower profile for board stacking 
@ 5554990-1 1 Cat3 42K8743 1.38 applications. L series jacks, available with or without a shield, are offered with standard ferrite sleeve inductors 
1 Ca - or higher performance ferrite blocks. Mfg. part nos. with S suffix incorporate sleeve ferrites for handling 
© 5555003-1 al 42K8744 0.63 crosstalk problems, while mfg. part nos. with B suffix incorporate block ferrites for higher performance. UL 
@ 5569026-1 1 Cat3 42K7313 2.86 recognized, CSA certified. 
RJ45 Jack - Press Fit No. of Price Each 
@ 6116202-1 1 Cat5 12M6074 4.34 Mfg. Part No. Ports Stock No. 1-9+ 
@ 6116418-1 1 Cat5 42K7640 3.95 RJ11 Jack - Through Hole 
RJ45 Jack - Surface Mount @ RJ11-6N3-B 1 52K3910 2S 
@ 1-338088-3 1 Cat3 74C6792 = @ RJ11-6N4-B 1 52K3911 ea 
@ 5555764-1 1 Cat3 42K8766 = @ RJ11-6N-B 1 52K4539 es 
@ 5558178-1 1 Cat3 42K7309 — RJ45 Jack - Solder 
@ 5555078-1 1 Cat3 19R2773 = @ RJ45-8N3-S 1 52F7845 = 
@ 5555248-1 1 Cat3 46P3270 258 RJ45 Jack - Through Hole 
@ 6339160-1 1 Cat5 82K8274 2.88 @ RJ45-8N-S 1 52F7843 = 
RJ45 Jack - Through Hole @ RJ45-8N3-B 1 52K3318 nae 
@ 5520251-4 1 Cat3 42K7223 = @ RJ45-8N-B 1 52K3317 ae 
@ 5520259-4 1 Cat3 42K7228 1.69 @ RJ45-8N4-B 1 52K3319 aa 
@ 5555153-1 1 Cat3 42K8753 1.30 @ RJ45-8N4-S 1 69K5773 = 
@ 5556416-1 1 Cat3 42K7302 1.61 @ RJ45-824 8 52M8580 = 
@ 2-5338556-1 1 Cat3 16M2849 Bee PIM_75522 
@ 5569564-1 1 Cat3 42K7318 ae 
@ 5569564-4 1 Cat3 16M3305 9.45 AMP MODULAR PLUG TOOLS 
@ 5557789-1 1 Cat3 16M3301 12.66 
@ 5558070-1 1 Cat3 16M3303 = CaaCTAT: 
@ 5555164-1 1 Cat3 42K8761 0.70 
AUTHORIZED DISTRIBUTOR 
@ 5520252-4 1 Cat3 42K7224 abo 
@ 5520260-4 1 Cat3 42K7229 2.06 
@ 5520426-4 1 Cat3 42K7232 = 
@ 5555166-1 1 Cat3 42K8764 41.32 2-231652-0 
@ 5555167-1 1 Cat3 42K8765 — Professional production hand tool cuts, strips and terminates cable. Features CERTI-CRIMP® ratchet for 
@ 5555799-1 4 Cat3 42K8767 1.65 proper termination. With interchangeable die sets the tool frame can accommodate all plug sizes. Cushioned 
handles for comfort. Choice of 3 complete tool assemblies consisting of tool frame and die set. Tool frame and 
@ 5557484-1 l Cats B2K7S05 2.74 interchangeable die sets ordered separately below. 
@ 5557785-1 1 Cat3 42K8768 cea Price Each 
For Use 
@ 555451741 2 ; SEH = Mfg, Part No. With Stock No. 1-4 
@ 155551536 a SEG 2.56 Hand, Tool Assembly, 8 Position Die Set 
@ 5556501-1 : le eokTa0S 0.41 2-231652-1 AMP Modular Plug Connectors 987051 = 
@ 5557786-1 1 Cat3 42K8769 4.55 
PIM_8293 
@ 5557969-2 1 Cat3 42K7308 = 
@ 5555141-1 1 Cat3 52R4231 1.99 
> CONTINUED > 
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MODULAR JACKS & PLUGS 


AMP GANGED/STACKED MODULAR JACKS FRJA SERIES SHIELDED 
- aD 
_— = TE AND FILTERED MODULAR JACKS (CONT.) 
ee caeme ree Price Each 
4 AUTHORIZED DISTRIBUTOR Mfg. Part No. Ports Stock No. 1-9+ 
aooee gimp it RJ45 Jack - Through Hole - with Front Tab Shield & Filter 
es _— Available @ FRJAE-418 1 84K8144 3.06 
@ RJ45 Modular Jack @ Recommended applications: Fast Ethernet, 10 R45 Jack - Through Hole - with Rear Tab Shield 
@ Right Angle PC Board Thru Hole Base-T Ethernet, 10/100 Base-T Ethernet @ FRJAE-488 1 84K8147 0.22 
@ PCB Ground Tabs RJ45 Jack - Through Hole - with Rear Tab Shield & Filter 
No. of Price Each @ FRJAE-468 1 84K8146 4.32 
Mfg. Part No. Ports Category Stock No. 1-24+ PIM_8345 
RJ45 Jack - Through Hole 
@ 5557560-1 2 Cat4 16M4013 ae 
A00 SERIES MODULAR JACKS 
@ 6368011-3 2 Cat5 73M8568 15.80 | ¢ } Al - S 
@ 6368011-1 2 Cat5 02M1138 = S 
RoHS 
@ 5557561-1 3 Cat4 19R2785 9.86 Geeeimpiat 
@ 5557562-1 4 Cat4 42K7306 = Available 
@ 5406552-8 4 Cat5 16M3259 14.25 
@ 5558524-1 4 Cat5 19R2803 14.40 
@ 5569255-1 4 Cat5 42K7314 16.01 
@ 5557563-1 5 Cat4 19R2786 7.15 
@ 5557566-1 8 Cat4 42K7307 11.59 Features: © SMT or through hole versions 
@ RJ 45 Modular Jack ® Single, stacked, or ganged configurations 
ES a cae Ete a © ISDN standard © Available shielded or unshielded 
@ 5569262-1 8 Cat5 93K4370 19.77 © Industry standard footprint and height. 
@ 6116000-1 12 Cat5 16M3408 26.10 A00 series FCC Compliance: Part 68 SubPart F. Insulator Housing: Black Plastic PBT/Nylon UL94V-O. Contact 
e = Material: Phosphor Bronze. Contact Plating: 30u Gold on the mating area. Current rating: 1.5 amps maximum. 
— . = oe Voltage Rating: 120 volts AC maxi Shield Housing: Tin Plated lloy. Operating Range: -40°C t 
© 55692641 16 Cats 73M8566 =a Voltage ating: volts AC maximum. Shield Housing: Tin Plated copper alloy. Operating Range: lo 
PIM_83054 No. of Price Each 
Mfg. Part No. Ports Category Stock No. 1-9+ 
AMP HIGH-PERFORMANCE CATEGORY 5 JACKS RJ45 Jack - Through Hole 
@ Black Polysulfone Housing @ A00-108-620-450 1 Cat5 07J7063 1.86 
@ Rated UL94V-0 
© Current Rating: 1.54 Max. at 25°C @ A00-108-622-450 1 Cat5 60K0776 2.05 
© Voltage Rating: 150VAC Max. AUTHORIZED DISTRIBUTOR @ A00-108-660-450 1 Cat5 59K0104 ss 
© Operating Temperature: -40°C to +70°C Gee simpiat @ A00-108-662-450 1 Cat5 59K0105 =a 
Eight-position/contact side entry single port or multi-port Available @ A00-216-660-450 2 Cat5 59K0106 ay 
jacks exceed Category 5 Near End Crosstalk (NEXT) 2 Cats 59K0107 
requirements for EIA/TIA TSB 40. Meet ECC Part 68 rules @ A00-216-662-450 a =a 
and regulations. Available shielded with PC board or panel @ A00-216-672-450 2 Cat5 59K0108 — 
grounding or unshielded with or without panel stops. Bright PIM 79381 


tin-lead plated brass shield. Phosphor bronze terminals 
plated gold over nickel in contact area, tin-lead over nickel 
in solder area. 


Unshielded 
No. of Price Each 
Mfg. Part No. Ports Category Stock No. 1-9+ 

RJ45 Jack - Through Hole 

@ 5558341-1 1 Cat5 164014 3.50 
@ 5558342-1 1 Cat5 164015 0.71 
@ 5558344-1 1 Cat5e 42K7310 4.62 

PIM_8085 


FRJA SERIES SHIELDED © Gap Rols. 
AND FILTERED @ SY ee Amphenol 


MODULAR JACKS Commercial Products 
975 [14.61] ponies fs (18.67) 
2s) 
1 Je (18) 
320 [8.13] +-—= rE 


Offer low-cost and effective EMC control within standard RJ-11 and RJ-45 connector footprints. EMC control is 
provided by completely shielded connector and/or with the use of high-resistivity, high-impedance ferrite block. 


Board layout changes are not required. Copper alloy, tin/lead-plated shield. Features fully enclosed contact 
body with a flat contact design that has 50” gold mating side and tin/lead in the PCB tail. Thermoplastic insert, 
which complies with UL94V-0. Dimensions: 0.735H x 0.575W x 0.510’D. Contact resistance: 20mO maximum. 
Insulation resistance: 500MO minimum. Current rating: 1.5A. Voltage rating: 125VAC. UL recognized, file no. 
E135615; CSA certified, file no. LR68598-11. 
No. of Price Each 
Mfg. Part No. Ports Stock No. 1-9+ 

RJ41 Jack - Through Hole - with Rear Tab & Shield 

@ FRJAE-666 1 12N6289 2.92 

RJ45 Jack - Through Hole 

@ FRJAE-408 1 84K8143 1.67 

RJ45 Jack - Through Hole - with Filter 

@ FRJAE-448 1 01N5199 1.83 

RJ45 Jack - Through Hole - with Front Tab Shield 

@ FRJAE-438 1 84K8145 3.10 
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STANDARD RJ45 MAGNETIC JACKS 


{(S) 
Z 
Sei ’ 
Compliant 
saa / Available 
a“ > 


a 


gi 


Features: @ Integrated Design - Reduces component inventory 
@ Integrated Magnetics - Combines network magnet- and process costs 
ics with RJ 45 modular jack connectors © Spring fingers on shells - Guaranteed advanced 
@ Provides signal integrity, DC isolation and protec- EMI/RFI suppression 
tion for PHY chip @ Through Hole Right Angle termination unless 
@ 10/100 or 1000 Base T options - Full IEEE 802.3 otherwise indicated. 
compliance 
No. of Price Each 
Mfg. Part No. Ports Stock No. 1-9+ 
RJ45 Jack - Through Hole - 10/100/1000 Base T, 8 Core, 10 Position, Green / Green-Yellow 
@ AG0-113-235N414 | 1 7772748 11.30 
RJ45 Jack - Through Hole - 10/100/1000 Base T, 8 Core, 10 Position, Green / Yellow 
@ AG0-113-331P411 1 28W2594 = 
@ AG0-113-331P432 1 7772753 3.92 
@ AG0-113-231N432 1 7772747 — 
RJ45 Jack - Through Hole - 10/100/1000 Base T, 8 Core, 10 Position, Green-Orange / Yellow 
@ AGO-113-271N414 1 7772749 = 
RJ45 Jack - Through Hole - 10/100/1000 Base T, 8 Core, 10 Position, No LEDs 
@ AG0-113-300P492 1 7772751 = 
@ AG0-113-300P432 7772750 = 
@ AG0-143-300P 111 4 7772763 = 
@ AG0-263-300P562 12 7772769 = 
RJ45 Jack - Through Hole - 10/100/1000 Base T, 8 Core, 12 Position, Green / Green 
@ AG0-113-233P471 | 1 28W2593 =e 
RJ45 Jack - Through Hole - 10/100/1000 Base T, 8 Core, 12 Position, No LEDs 
@ A6G0-113-200P471 1 7772746 = 
RJ45 Jack - Through Hole - 10/100 Base T, 4 Core, 10 Position, Green / Yellow 
@ AG3-113-331P4D2 1 28W2597 = 
> CONTINUED > 
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MODULAR JACKS & PLUGS 
STANDARD RJ45 MAGNETIC JACKS (CONT.) CATEGORY 5e & 6 FEED-THRU ADAPTERS L- Cet Global 
No. of | Price Each > Connectivity 
Mfg. Part No. Ports Stock No. 1-9+ RoHS _ 
RUJ45 Jack - Through Hole - 10/100 Base T, 4 Core, 8 Position, Green / Yellow ¢ sg Se roc 
@ A63-113-331P431 1 7772785 ead x y K- > = 
@ A63-113-231N435 1 7772782 oss | | € Y = | | 
@ A63-113-431P412 1 7772786 = 1 { 4 
@ A63-113-331P422 1 28W2598 6.20 £ 
RJ45 Jack - Through Hole - 10/100 Base T, 4 Core, 8 Position, No LEDs Shielded Keystone Feed-Thru Shielded Right Angle Keystone Shielded Panel Mount 
@ AG3-113-300P422 1 7772784 = FecaThny eee: thn _ 
oe. auPtH SRN * Wei Catenes ton Caper tl nor a 
@ AG3-143-300N161 4 7772794 = © RJ45 Female connectors and straight through high-speed data communication 
RJ45 Jack - Through Hole - 10/100 Base T, 4 Core, 8 Position, Yellow / Green wiring for network system compatibility © Keystone Style Snap in mounting design for com- 
© eb SiN re ee 
@ A63-143-313P 161 4 7772795 os @ EIA/TIA 568A/B compliant insures compatibility frame and 4-40 machine screws 
RJ45 Jack - Through Hole - 10/100 Base T, 5 Core, 6 Position, Green-Orange / Yellow These couplers utilize two RJ45 (8x8) modular jacks and feature an industry standard Keystone-Mount design. 
@ AG4-113-271P521 4 28W2599 ey These couplers can fit into a standard keystone style opening as well as typical panels and wall plate openings. 
RJA5 Jack - Through Hole - 10/100 Base T, 5 Core, 6 Position, Green / Yellow Shielded versions feature a stamped metal shell offering maximum protection from EMI/RFI 
@ AG4-113-231N411 1 7772799 = Connector Connector Price Each 
pin so8r7 Mfg. Part No. A B Stock No. i+ 
a Adaptor, In-Line 
@ TDG1026KS-C5E RJ45 Jack RJ45 Receptacle 51M4111 11.84 
PC BOARD JACKS Amphenol _ ‘etoaio26s-cs R45 Jack RUA5 Receptacle 53M5589 13.78 
FCi @ ECF504-SC5E RJ45 Jack RJ45 Receptacle 21K6038 16.74 
RoHS @ ECF504-SC6 RJ45 Jack RJ45 Receptacle 52K4586 17.66 
Gee tinpian TDG1026KC-R5E RJ45 Jack RJ45 Receptacle 80R9288 12.08 
@ TDG1026KCS-R5E RJ45 Jack RJ45 Receptacle 80R9289 19.82 
) PIM_110605 
RJE SERIES MODULAR JACKS 


Amphenol 


Vertical 
Commercial Products 
Right Angle Low-Profile 
Features © FCC approved GXT™ plating 
@ FCC compliant - Title 47, part 68 @ UL recognized and CSA approved 
© Cat3, Cat5 performance category Specifications 
© 4,6, 8 positions, fully or selectively loaded @ Housing: Glass filled, polyamide or HTN 
@ Horizontal and vertical entry styles @ Flammability Rating: UL94V-0 
© Shielded or non-shielded © Contacts: Gold plated copper alloy 
© Flanged or flangless versions © Current Rating: 3A continuous 
© Inverted latch options © Insulation Resistance: 500 Mohm minimum RJES6 RJE71 
@ Standard or low profile versions @ Dielectric Withstanding Voltage: 1500V minimum RoHS | 
@ Snap or diamond mounting pegs options © Operating Temperature Range: -65°C to 125°C Geptinaian 
@ Drawn wire contacts 
No. of Price Each 
Mfg. Part No. Ports Category Stock No. 1-99+ 
Jack - Surface Mount 
@ 87545-4111LF 1 Cat3 06M2414 etal 
geeks Through Bole The RJES6 series is di one fe licati hi Idering is just not tion. Th fit contact: 
© 6807-001 1 Cals 89F4603 =F nd shield tabs have the “Eye ofthe Needle” design end provde good PCB retention and elableelectca 
@ 68899-001 1 Cat3 89F4694 0.92 performance. 
@ 68898-001 1 Cat3 89F4576 = No. of Price Each 
@ 69254-001 1 Cat3 89F4725 -— Mfg. Part No. Ports Category Stock No. 1-24+ 
@ 87180-088 1 Cat3 97F9684 1.29 PCB Modular Jack Jack - Through Hole 
@ 61835-0441LF 1 Cat3 62K6486 a= @ RJE74-188-1411-A 1 47W2115 = 
@ 68897-001LF 1 Cat3 06M1819 0.04 @ RJE74-1AA-1410-A 1 472112 0.17 
@ 69254-002LF 1 Cat3 06M1846 0.53 @ RJE74-1AA-1411-A 1 5 472113 2.28 
RJ11 Jack - Through Hole @ RJE72-488-14B1 4 Cat5e 47W2093 12.20 
@ 87180-044LF 1 Cat3 93K5399 1.85 RJ45 Jack - Press Fit 
RJ12 Jack - Through Hole @ RJE56-188-0410 1 47W2078 1.56 
@ 54601-906WPLF 1 Cat3 51M7960 _ @ RJE56-188-1410 1 47W2079 oy 
RJ14 Jack - Through Hole RJ45 Jack - Through Hole 
@ 90512-001LF 1 Cat3 93K5450 1.39 @ RJE73-188-00110 1 47W2098 3.00 
@ 90512-003LF 1 Cat3 06M2562 1.01 @ RJE73-188-00140 fl 47W2099 0.57 
RJ45 Jack - Surface Mount @ RJE73-188-00210 1 47W2100 3.22 
@ 87547-4111LF 1 Cat3 63K0743 2.10 @ RJE73-188-00240 1 472101 0.52 
RJ45 Jack - Through Hole @ RJE73-188-00310 1 47W2102 2.45 
@ 87180-066LF 1 Cat3 93K5401 —_ @ RJE73-188-00340 1 472103 2.13 
@ 87180-088LF 1 Cat3 93K5402 1.47 @ RJE73-188-00410 1 47W2107 0.63 
@ 90598-001LF 1 Cat3 93K5452 a @ RJE73-188-00411 1 472108 1.25 
@ 94152-088LF 1 Cat3 06M2901 1.43 @ RJE73-188-00440 1 47W2109 = 
@ 54601-908WPLF 1 Cat3 68K8250 — @ RJE73-188-00451 1 472111 ae. 
@ 54602-908LF 1 Cat3 51M7962 0.81 @ RJE73-188-004A1 1 47W2104 Ti 
RJ50 Jack - Through Hole @ RJE73-188-004B1 1 47W2105 3.14 
@ 54602-910LF 1 Cat3 51M7963 0.80 @ RJE74-188-1410-A 1 sat 472114 2.30 
PIM_8424 @ RJE72-188-1401 1 Cat5e 47W2088 1.94 
@ RJE72-188-1411 1 Cat5e 47W2089 5.28 
> CONTINUED > 
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MODULAR JACKS & PLUGS 


RJE SERIES MODULAR JACKS (CONT.) RJHS SERIES HIGH-SPEED MODULAR JACKS (CONT.) 


No. of Price Each No. of Price Each 
Mfg. Part No. Ports Category Stock No. 1-24+ Mfg. Part No. Ports Category Stock No. 1-9+ 
RJ45 Jack - Through Hole RJ45 Jack - Through Hole 
@ RJE72-188-1441 1 CatSe 47W2090 3.77 @ RJHSE-5380-04 4 CatS 84K8173 4.29 
@ RJE72-188-1451 1 Cat5e 472091 3.77 @ RJHSE-5381-04 4 Cat5 84K8176 4.89 
@ RJE72-188-14A1 1 Cat5e 47W2086 4.57 @ RJHSE-5385-04 4 CatS 84K8180 7.46 
@ RJE72-188-14B1 1 Cat5e 472087 4.57 @ RJHSE-538A-04 4 CatS 84K8170 = 
@ RJE71-188-1401 1 Cat6 47W2082 5.01 @ RJHSE-5384-04 4 CatS 01M6252 7.04 
@ RJE71-188-1414 1 Cat6 47/2083 2.68 @ RJHSE-508A-08 8 CatS 84K8155 10.22 
@ RJE71-188-1441 1 Cat6 47W2084 4.20 @ RJHSE-5380-08 8 Cat5 84K8174 = 
@ RJE71-188-1451 1 Cat6 47W2085 4.20 @ RJHSE-538A-08 8 CatS 84K8171 17.74 
@ RJE71-188-14A1 1 Cat6 47W2080 4.42 PIM_8344 
@ RJE71-188-14B1 1 Cat6 472081 4.57 
@ RJE72-488-1401 4 Cat5e 47W2094 9.40 CATEGORY 5E AND CATEGORY 6 IN-LINE @ 
@ RIET2-488-1411 4 CatSe 472095 11.19 COUPLERS multicomp 
@ RJE72-488-1441 4 Cat5e 47/2096 9.65 
@ RJE72-488-1451 4 Cat5e 47W2097 8.58 f 
@ RJE72-488-14A1 4 Cat5e 47W2092 11.34 
PIM_208880 
y RoHS ta 
RJHS SERIES HIGH- @ A Gepiinoin A m p h e n Oo | Category 6 Coupler w/Flange 
SPEED MODU LAR Available Comme cial Products Category 5e Coupler Category 5e Coupler w/Flange Category 6 Coupler 
JACKS OMMerCialierOgueLS Category 5e or Category 6 couplers allow cabling to be extended without compromising signal integrity. Meets 
on re Category 5e and Ctegory 6 performance requirements 
d Connector Connector Price Each 
Mfg. Part No. A B Stock No. 1-49+ 
pee Adaptor, In-Line 
ww @ MC8533-5201 RJ45 Jack RJ45 Receptacle 9371285 10.95 
200 [5.08] ——| a @ MC8533-6101 RJ45 Jack RJ45 Receptacle 9371286 9.44 
Without Shield @ MC8533-5101 RJ45 Jack RJ45 Receptacle 9371284 9.22 
| OOO SON oe = 0a C1878) @ MC8533-6201 RJ45 Jack RJ45 Receptacle 9371287 11.14 
LED2 A ,LED1 
| PIM_203514 
530 (13.46)] # Amonenot- 
sl prs (2.54) 
CCITT TH HYPERJACK POE+ MAGNETIC MODULAR <i, | , 
215 (5.46) JACKS Available m oO ex 
With Shield © Integrated magnetics: ‘ 
RJ-45 modular jacks with built-in LEDs. Available from 1 to 8 ports. Ideal for LAN applications such as adapter © —Filter common-mode noise to provide signal integrity 
cards and routers. Designed for Category 5 performance. Copper alloy, nickel plated shield. Stamped and : — Protect PHY chips 
formed selectively plated contact has 50u” gold on mating end and tin in PCB tail. Thermoplastic insert, which — Provide DC isolation _ 
complies with UL94V-0. Dimensions: without shield .590H x .620W x .520°D; with shield .620H x 600W x  ® — Offer low-mode conversion 
.530"D. Number of contacts: 8. Single port. Contact resistance: 10mO maximum. Insulation resistance: 500MO © Spring fingers offer advanced EMI protection : 
minimum. Current rating: 1.5A. Voltage rating: 125VAC. Dielectric withstanding voltage: 1000VACrms. 60Hz 4 © Help simplify PCB layouts by reducing components required 
min. UL recognized, file no. E135615; CSA certified, file no. LR68598. @ Left and right green LEDs provide port status and activity feedback to 
user 
No. of Price Each © Supports Fast Ethernet (10/100) and Gigabit Ethernet applications 
Mfg. Part No. Ports Category Stock No. 1-9+ © Meets Category 5e performance 
_ © Single-port (1-by-1), 8-position 
Rut Jack - Through Hole @ Right-angle (side-entry), through-hole solder termination 
@ RJHSE-7360 1 Cat5 01M6314 1.03 © Mates with FCC 68.5 / IEC 60603-7 plugs 
RJ45 Jack - Through Hole © Ethernet 10/100/1000 compatible — IEEE 802.3 compliant 
@ RJHSE-5080 1 Cat5 84K8156 1.05 @ PoE and PoE+ compatible — IEEE 802.3af compliant ; ; 
HyperJack™ PoE+ (Power over Ethernet Plus) Integrated Connector Module (ICM) provides a cost-effective, 
@ RJHSE-5081 1 Cats 84K8160 1.39 plug-and-play, solution for implementing PoE and PoE+ management functions for Power Sourcing Equipment 
@ RJHSE-5085 1 Cat5 84K8164 — (PSE). This fully-integrated connector incorporates wire-wound components (magnetics) in a standard RJ45 
i 1 Cat5 84K8152 jack. Feature phosphor bronze contacts with 1.27mu gold plating on mating end over nickel underplating. 
BIRJHSE:SO8A - E05 Stainless steel shielded housing constructed of black, PBT; flammability rated UL94V-0. Current rating per 
@ RJHSE-5380 u Cat6 83K8228 1.61 contact: 1.54 max. Voltage rating: 57V max. Operating temperature range: -40° to +80° C. Supports a wide 
@ RJHSE-5381 1 Cat5 82K9426 1.32 variety of applications including computer, network and telecommunications equipment. 
@ RJHSE-5385 1 Cat5 84K8178 = No. of Price Each 
@ RJHSE-538A 1 Cat5 84K8168 1.93 Mfg. Part No. Ports Category Stock No. 1-9+ 
@ RJHSE-3080 1 Cat5 39M5486 = RJ45 Jack - Through Hole 
@ RJHSE-3380 1 Cat5 39M5490 1.63 @ 85759-1001 1 Cat5e 78R3035 19.27 
@ RJHSE-3381 1 CatS 39M5491 = PIM_190605 
@ RJHSE-308A 1 CatS 39M5485 3.05 
@ RJHSE-3385 : Cat pobiee = ULTRA LOW-PROFILE RIGHT-ANGLE MODULAR ° 
(@ RJHSE-338A 1 Cath 39M5489 3.04 JACKS momiex 
@ RJHSE3382 1 Cat 13N0331 1.08 Flangeless mount jacks are 0.456” (11.58) high. Current: RoHS _ 
@ RJHSE-5384 1 Cat 01M6250 1.91 1.5A. Dielectric withstanding voltage: 1000VACrms 60Hz for Ose 
71 CaS 39M1071 one minute. Insulation resistance: 500MO min. Durability: wae 
© RJHSES480 2 — 500 mating cycles min. Housing: black glass-filled nylon, @) @ 
@ RJHSE5481 1 Cat5 39M1073 0.73 tated UL94V-0. Contacts: phosphor bronze. PC board 
@ RJHSE-5080-02 2 Cat5 84K8157 0.42 thickness: 0.062” (1.57). UL listed, CSA certified. 
@ RJHSE-5085-02 2 Cat5 84K8165 2.20 
@ RJHSE-5380-02 2 CatS 84K8172 eee 
@ RJHSE-5381-02 2 CatS 84K8175 3.12 
@ RJHSE-5385-02 2 Cat5 84K8179 453 - 
@ RJHSE-538A-02 2 CatS 84K8169 1.06 No. of | Price Each” 
2 Cal 9608728 - Mfg. Part No. Ports Category Stock No. 1-9+ 
RUT oeae ks = PCB Modular Jack Jack - Through Hole 
@ RIHSE-5384-02 2 Catb Meza = © 43202-4101 4 Cal3, Cat4 30M0005 1.80 
@ RJHSE-5388-02 2 CatS 01M6263 4.30 
@ RJHSE-5081-04 4 CatS 84K8162 2.12 
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MODULAR JACKS & PLUGS 
ULTRA LOW-PROFILE RIGHT-ANGLE MODULAR JACKS (CONT.) RJ45 CAT 6 WEATHERTIGHT CONNECTORS (CONT.) 
No. of Price Each © Sealed to IP67 & IP68 NEMA 250 (6P) when e Feed through or IDC panel terminals for easy field 
Mfg. Part No. Ports Category Stock No. ies e Lege available in shielded or unshield- Fad alae design i 
- ign is easy to assemble 
RJ11 Jack - Through Hole ed versions as standard 
@ 95001-6661 1 Cat3 8900034 —_ Contact Contact Price Each 
@ 43202-6101 6 Cat3, Cat4 30M0006 1.83 Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 
RJ45 Jack - Through Hole RJ45, Plug, Cable Mount 
@ 43202-8919 1 Cat3 7337194 - @ DCC-RJ6B-310 8 Copper Alloy | Gold Plated Contacts 7975854 —_ 
@ 43202-8101 1 Cat3, Cat4 02E2366 52 @ DCC-RJ6T-310 8 Copper Alloy | Gold Plated Contacts | 7975857 = 
PIM_8466 @ DCC-RJ6SB-310 8 Copper Alloy | Gold Plated Contacts 7975855 24.26 
@ DCC-RJ6ST-310 8 Copper Alloy | Gold Plated Contacts 7975856 = 
CATEGORY 6 MODULAR PLUGS F RJ45, Receptacle, Panel Mount 
mM olex @ DCP-RIGB-F 8 Copper Alloy | Gold Plated Contacts | 7975858 | 22.39 
RoHS @ DCP-RJ6T-F 8 Copper Alloy | Gold Plated Contacts 7975864 = 
Geeeinoiat @ DCP-RJ6SB-F 8 Copper Alloy | Gold Plated Contacts | 7975860 | 26.86 
@ DCP-RJ6ST-F 8 Copper Alloy | Gold Plated Contacts 7975862 24.79 
@ DCP-RJ6B-SD 8 Copper Alloy | Gold Plated Contacts 7975859 30.29 
@ DCP-RJ6T-SD 8 Copper Alloy | Gold Plated Contacts 7975865 es 
@ DCP-RJ6SB-SD 8 Copper Alloy | Gold Plated Contacts 7975861 —_ 
@ DCP-RJ6ST-SD 8 Copper Alloy | Gold Plated Contacts 79T5863 = 
PIM_202100 


Unshielded Shielded 


© Meets Category 6 performance © Shielded version available with or without strain 
® Dual-row contacts reduce risk of crosstalk between relief 

critical pairs © Terminated with industry-standard RJ-45 appli- 
@ Load bar provides consistent termination of cation tooling 

twisted pairs 
Phosphor bronze contacts have nickel underplating, 50y gold contact plating. Plug material: polycarbonate. 


Max. current: 1.5A. Max. voltage: 150V. Withstanding voltage: 1000VAC. Temperature range: -40° to +85° C. 
Color: black. 


NETKEY® CATEGORY 3, 5e AND 6 JACK MODULES 


aro 
a |? OG 


NK5SE88M 


No. of Price Each 
Mfg. Part No. Ports Category Stock No. 1-9+ CJT 
RJ45 Plug - Crimp NETKEY® universal keystone mounting modules are compatible with a wide assortment of faceplates, surface 
© 44915-0001 71 Caié 0108343 244 mount boxes, and modular patch panels. _ 
@ 44915-0011 1 Caté 018345 3.60 No. of | Price Each 
= Mfg. Part No. Ports Category Stock No. 1-9+ 
For Use | Price Each _ Jack - IDC / IDT 
eB Series 44915 CAT 6 Shi =r Unshielded Modular Pl SST = a : tad sae = 
62202-0500 eries ielded or Unshielded Modular Plugs as @ NK3SeMWHY 7 Cala 84K3327 a 
PIM_80493 @ NK366MEIY 1 Cat3 84K3324 we 
@ NK366MIWY 1 Cat3 84K3326 an 
CATEGORY 5 MODULAR JACKS | . @ NK366UMIWY 1 Cat3 84K3331 = 
m Oo ex RJ45 Jack - IDC / IDT 
opin ; @ NK388MBLY 1 Cat3 84K3333 — 
Compliant 
Available @ NK388MElY 1 Cat3 84K3334 = 
7] RR f @ NK388MWHY 1 Cat3 84K3337 eh! 
’ Ag gz PE ty © NKSES8MBUY 1 CatSe 84K3384 8.58 
4 4 - 4 @ NKSE88MElY 1 CatSe 84K3385 8.82 
7 @ NKSE88MIWY 1 CatSe 84K3388 8.82 
v 4-Port 
4 @ NKS5E88MWHY 1 Cat5e 84K3392 8.82 
” @ NKS5E88MBLY 1 Cat5e 84K3383 9.07 
1-Port @ NK5E88MGRY 1 Cat5e 84K3386 8.82 
@ Less than 10mm from the top of the PCB to the top common mezzanine card standards @ NK5E88MRDY 1 Cat5e 84K3390 8.82 
of the modular jack © Exceeds category 5 performance @ NKSE88MIGY 1 Cat5e 84K3387 
@ Low profile meets compact PCI, Eurocard and © Meets gigabit ethernet industry standard ie 
‘ ; 2 : ; @ NK5E88MORY 1 Cat5e 84K3389 8.82 
Phosphor bronze contacts have nickel underplating, 50 gold contact plating. PCB retention: press-fit plastic 
peg, snap-in plastic peg. Housing material: glass-filled nylon. Max. current: 1.54. Max. voltage: 150V. @ NK688MBL 1 Caté 68K5196 11.70 
Withstanding voltage: 1000VAC. Temperature range: -40° to +85° C. Color: black. @ NK688MBU 1 Cat6 68K5197 6.10 
No. of Price Each @ NK688ME! 1 Caté 68K5198 11.70 
Mfg. Part No. Ports Category Stock No. 1-9+ @ NK688MGR 1 Caté 68K5199 11.38 
RJ45 Jack - Through Hole @ NK688MIG 1 Cat6 68K5200 11.70 
@ 44661-0011 1 Cat5e 57H1577 a @ NK688MIW 1 Caté 68K5201 11.70 
@ 44661-0001 1 Cat5e 57H1575 oa @ NK688MOR 1 Caté 68K5202 11.38 
@ 44560-0014 4 Cat5e 57H1544 = @ NK688MRD 1 Caté6 68K5203 11.38 
@ 44560-0024 4 Cat5e 57H1546 15.06 @ NK688MWH 1 Caté 68K5204 11.70 
PIM_80492 @ NK688MYL 1 Cat6 68K5205 11.38 
For Use Price Each 
RJ45 CAT 6 WEATHERTIGHT CONNECTORS wpe ° Mfg. Part No. With Stock No. t+ 
con ac crll CJT Mini-Com® Mini-Jack™ and NetKey® Jack modules 16C2621 bor 
ae i CGJT Terminates Giga-TX™ TP Style Jack Modules 90B3965 4.26 
Sep timpian PIM_84441 
Available 


Cable Plug 


Unshielded Jack Shielded Jack 
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CATEGORY 5 MODULAR PLUGS @ 
multicomp 


RoHS _ 
Compliant 
Available 


High-performance 8-position plugs meet TIA/EIA TSB40-A Category 5 NEXT requirements. Dual-point contact 
terminates 24-26 AWG stranded and solid conductors. Use to mate PC board mount 8-position modular jacks. 


CONNECTORS & ACCESSORIES 
MODULAR JACKS & PLUGS 


RoHS 
Compliant 
Available 


by WINCHESTER 


ELECTRONICS 


EZ-RJ12™ AND EZ-RJ45™ 
MODULAR CONNECTORS 


Fig. 2 


Handle speeds up to 100MHz. Designed in shielded and unshielded versions to control EMI/RFI. Current 
rating: 1.5 amps. Voltage rating: 30VAC/42VDC. Dielectric withstanding: 100Vrms, 1 min. (60Hz). Sold in 
packages of 10. 
Price per 
No. of Pkg. 
Mfg. Part No. Ports Category Stock No. 1-49+ 
RJ45 Plug - Crimp 
@ SPC19835 1 Cat5 84K8596 21.36 
@ SPC19845 1 Cat5 84K8606 15.21 Fig. 3 Fig. 4 
eeevElig eine ? nae clersraue ned ee ° Gonainee able to be pulled forward so the 
@ SPC19836 u Cats 84K8597 41.76 @ No handle iner or bar wire pairs are very close to the ee 
PIM_35481 @ Inspection of the correct conductor order is done 
Mfg. part no. BD45000 crimp tool; ordered separately below; crimps and trims the exposed conductors in one 
operation. The vertical action of the tool makes a uniform and positive crimp. 
MODULAR PLUGS (2) = oT 
\ —_——s multicomp Mfg. Part No. Ports Category Stock No. 1-24+ 
RoHS RJ12 Plug - Crimp 
Geasinpian @ 300566EZ 1 Cats 79K9937 1.92 
RJ45 Plug - Crimp 
@ 300568EZ 1 Cat5 79K9939 3.00 
@ 300668EZ 1 Cat6 79K9943 4.31 
Attach to flat stranded wire. © 300668SEZ 1 Caté OONIS53 — 
No. of Price Each For Use Price Each 
Mfg. Part No. Ports Category Stock No. 1-24+ Mfg. Part No. Type With Stock No.| 1-1-24+ 
RJ12 Plug - Crimp @CXB500EZ _| Cable Boot EZ-RJ45 Modular Plugs 01N4668 = 
@ MTP-66U 1 Cat5 14N8140 0.44 @ CXB300EZGY | Cable Boot EZ RJ45 Category 6 Modular Plugs 18M5734 = 
RJ22 Plug - Crimp @ CXB600EZ Cable Boot EZ-RJ45 Modular Plugs 19P9065 0.26 
@ MTP-44U 1 Cat5 14N8137 0.04 @ BD45000 EZ RJ-12, EZ RJ-45 Cat 5 and 6 Modular Plug} 79K5737 | 184.62 
RJ45 Plug - Crimp Connectors 
@ MTP-88-U 1 Cat5 14N8141 0.33 PIM_88067 
@ MTP-88-U-EMI 1 CatS 14N8142 = 
@ MTP-88U-S 1 Cat5 14N8144 1.14 INDUSTRIAL MINI I/O CONNECTOR SYSTEM 
@ MTPR-88-U-EMI 1 Cat5 14N8146 1.50 
@ MTPR-88-U-S 1 Cat5 14N8147 0.19 
@ MTPR-88-U-S-EMI 1 CatS 14N8148 = AUTHORIZED DISTRIBUTOR 
RJ50 Plug - Crimp GeBicre ; 
Compliant 
@ MTPR-1010-U 1 Cat5 14N8145 0.22 Available 
PIM_7630 
MINI-COM® TX5e™ JACK MODULES PanDUIT’ © 30V rated © Cable diameter: 6.7 mm max. 
Giga-TX™ termination style optimizes performance by © Current rating: 0.5 A © Wire size: 22 AWG max. 


maintaining cable pair geometry and eliminating conductor 
untwist. Terminates to 4-pair, 22-26 AWG, 100 ohm, solid 
or stranded twisted pair copper cable. Universal label is 
coded for T568A and T568B wiring schemes. Compatible 
with 6 and 8-position modular plugs. Meets Category 5e 
ANSI/TIA-EIA-568-C.2 and ISO 11801 Class E standards. 


Gepiin pliant 
ki Available 


No. of Price Each 
Mfg. Part No. Ports Category Stock No. [49+ 

RJ45 Jack - IDC / IDT 

@ CJSE88TGIW 1 Cat5e 64K0854 11.66 
@ CJ5E88TGOR 1 CatSe 64K0855 11.99 
@ CJ5E88TGRD 1 Catbe 64K0856 11.66 
@ CJSE88TGVL 1 Cathe 64K0857 14.66 
@ CJSE88TGWH 1 CatSe 64K0858 11.66 
@ CJSE88TGYL 1 Catbe 64K0859 14.32 
@ CJ5E88TGBL 1 Cathe 58K5152 11.33 
@ CJ5E88TGBU i Catbe 64K0850 11.33 
@ CJSE88TGAW-24 1 Catde 75M6475 13.93 
@ CJ5E88TGEI 1 Catbe 64K0851 11.99 
@ CJ5E88TGGR 1 Cathe 64K0852 11.99 

PIM_62880 


1.800.463.9275 © newark.com 


© 0.635 mm pitch © Durability: 1500 cycles 

© Operating temperature: -40°C to +70°C ® Cable retention force: 98N (10kg) 

The Industrial Mini I/O connector system is a small, compact, latching, wire-to-board I/O interface that is suitable 
for the stringent demands of an industrial device. It is one quarter the size of a conventional RJ45 plug and is 
designed with two points of contact for increased reliability in high vibration environments. It is polarized with two 
options available to prevent mis-mating. The unique latching system protects the plug from pull out during high 


vibration and accidental bumping. The system is most commonly used as an RJ45 replacement with 8 individual 
circuits that accommodate I/O signals and meets Cat5e requirements when used in an ethernet application. 
No. of Contact Contact Price Each 
Mfg. Part No. Contacts Material Plating Stock No. 1-4+ 

Mini I/O, Header, Through Hole Right Angle, Type Il 

@ 1-2040537-1 8 Copper Alloy Gold Plated Contacts 73R7878 = 
Mini I/O, Plug, Solder, Type | 

@ 2013595-1 8 | Copper Alloy Gold Plated Contacts 46P4833 Te 
Mini I/O, Plug, Solder, Type II, Black Latch 

@ 2040008-1 8 | Copper Alloy Gold Plated Contacts 73R7913 422 
Mini I/O, Plug, Solder, Type Il, White Latch 

@ 2040008-2 8 | Copper Alloy Gold Plated Contacts 45W1731 9.53 
PIM_177042 
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CONNECTORS & ACCESSORIES 


MODULAR JACKS & PLUGS 


HAR-PORT SERVICE INTERFACE FOR ETHERNET & USB 


© Standard panel cut out to fit typical 
industrial control panels 

© Panel cut out to IEC 60945-5 

@ Very simple assembly with only one 
M22 nut 

© Cat 6 interface up to 10Gigabit speeds 

@ USB interface options include type A 
coupler 


Harting har-port products address the need 
for easy to use service port solutions in 
today's common interfaces - USB & RJ45. 
har-port is a very small service interface for 
Ethernet and USB data connections and is 
mainly designed for IP20 indoor applications. 
Panel cut out and design fits all typical 22mm 
industrial control or emergency stop switches 
and control lamp cutouts. The simple design 
of the har-port interface makes it suitable for 


® 


RoHS 
Compliant 
Available 


use it in a conference room table, to connect a USB memory stick or keyboard, or data interfaces on medical 


devices. 
Connector Connector Price Each 
Mfg. Part No. A B Stock No. 1-9+ 
Adaptor, In-Line 
@ 09454521560 RJ45 Jack RJ45 Receptacle 5078971 22.12 
@ 09454521901 USB 2.0 A Receptacle USB 2.0 A Receptacle 69W7488 24.04 
@ 09454521902 USB 3.0 A Jack USB 3.0 A Receptacle 45W0120 23.35 
For Use Price Each 
Mfg. Part No. Type With Stock No.|  1-1-9+ 
@ 09455020000 | Har-Port Protection Cover IP44 | har-port Series Panel | 5078973 5.79 
Connectors 
@ 09455020001 Har-Port Sealing Cover har-port Series Panel | 5078974 | 11.54 
Connectors 
@ 09455020002 Label Holder har-port Series Panel | 5078975 1.84 
Connectors & Labels 
@ 09455020003 Har-Port Series Label Holder) 50T8976 0.43 
09455020002, Protection 
Cover 09455020000, RJ45 
Couplers 
@ 09455020004 Blanking Cover Unused Empty M22 Holes 5078977 12.48 
PIM_198151 
USB/Lightning Cables 
Cable Cable Price Each 
Length Length 
Mfg. Part No. Imperial Metric Stock No. 1-9+ 
USB 2.0 - USB Type A Receptacle to USB Type A Plug 
@ 09454521922 4.0ft 1.5m 5078972 50.81 
USB 2.0 - USB Type B Receptacle to USB Type B Plug 
@ 09454521912 4.0ft 1.5m 45W0123 ye) 
PIM_5511155 
Network Cables 
Cable Cable Price Each 
Length Length 
Mfg. Part No. Imperial Metric Stock No. 1-9+ 
RJ45 Jack to RJ45 Plug 
@ 09454521501 8 203mm 45W0113 47.31 
@ 09454521504 20" 508mm 45w0114 48.80 
@ 09454521509 3.25ft 991mm 45W0115 51.30 
@ 09454521510 4.9ft 1.5m 45W0116 49.54 
@ 09454521511 6.5ft 2m 45W0117 51.86 
@ 09454521513 10ft 3m 45W0118 56.48 
@ 09454521516 16.4ft 5m 45W0119 65.69 
PIM_5511154 


ID SERIES RUGGED BULKHEAD ADAPTORS & 


CONNECTORS 
e 


Provides a sealed apater at the 
panel or bulkhead of equipment 

@ Interface is sealed in both the 
mated and un-mated conditions 

@ Adapter interface is available in 
modular jack or USB type Ain a re- 
ceptacle to receptacle configuration 

@ External plug kit can be assembled 
over most standard plug terminated 
cables after the cable is complete 

© Spring loaded external cover of 


the receptacle provides a positive lock for the mated plug, yet 


closes the mating area tightly when not in use 
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ID SERIES RUGGED BULKHEAD ADAPTORS & CONNECTORS (CONT.) 


Price Each 
Mfg. Part No. Stock No. 1-9+ 
RJ45, Plug & Receptacle 
ID750-000 60K7269 34.32 
RJ45, Receptacle 
1D450-000 99K7533 28.54 
RJ45, Plug 
ID550-000 99K7535 14.36 
PIM_5479119 
Sealed USB Connectors 
Mounting IP | Price Each 
Mfg. Part No. Type Rating Stock No. 1-9+ 
1D751-000 asi 99K7537 — 
1D451-000 IP67 99K7534 16.93 
USB Type A, Plug 
ID651-000 Cable Mount IP67 99K7536 = 
PIM_5479122 


FIELD ATTACHABLE RJ45 ETHERNET MALE 
CONNECTORS AND CABLE 


Customize IP67 Ethernet cordsets to the specific 
length you need with RJ-Lnxx® field attachable 
male RJ-45 connectors and industrial rated category 
5 cable. Ideal for use in harsh environments where 
vibration and contamination from water, oil, and dirt 
is common. Applications include outdoor telecom, oil 
exploration, defense, entertainment, display boards, 
retail and more benefits from this innovative, IP67 
sealed design. 


[Z3 d 
. RoHS _ 

aX, Compliant 
Available 


Contact Contact Price Each 
Mfg. Part No. Contacts Material Plating Stock No. 1-4+ 
RJ45, Plug, Cable Mount 
@ 1300570001 8 Copper Gold Plated Contacts 15M0233 = 
PIM_66087 
Plugs & Jacks 
No. of Price Each 
Mfg. Part No. Ports Category Stock No. 1-4+ 
RJ45 Plug - Through Hole 
®@ 1300570003 | 1 CatSe 19C0436 26.51 
PIM_5511200 


HARSH ENVIRONMENT RJ45 ETHERNET 
RECEPTACLES 


[EB re | 
RoHS — 
Compliant 
Available 


ENDR2FB5S 


ENPR1FFS 


The RJ-Lnxx™ connector is the first in a series of products in the RJ-Lnxx™ family, designed to bring the 
benefits of Ethernet connectivity to areas where wet, dirty and electrically noisy conditions exist. Female 


industrial connectors in 4 different versions. Applications include outdoor telecom, oil exploration, defense, 
entertainment, display boards, and retail. 
No. of Price Each 
Mfg. Part No. Ports Category Stock No. 1-4+ 
RJ45 Jack - Passthrough to 12” Category 5 
®@ 1300550002 | 1 Cat5e 19C0438 44.20 
RJ45 Jack - IDC / IDT - 110 Punchdown 
@ ENDR2FB5 1 Catde 15M0231 bY 
RJ45 Jack - Through Hole - Direct PCB Mount 
®@ 1300530004 1 Cat5 15M0232 46.63 
RJ45 Jack - Through Hole - Printed Circuit Board Output 
@ ENSR1FB5 1 Cat5 15M0235 42.32 
For Use Price Each 
Mfg. Part No.| Type With Stock No.| 1-1-9+ 
@ 67-0300 Dust Cap | Daniel Woodhead Harsh Environment RJ45 Ethernet) 15M3585 19.17 
Receptacles 
PIM_66089 
In-Line Adaptors 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 
MODULAR JACKS & PLUGS 


In-Line Adaptors (CONT.) IP67 METAL SHELL ODVA-COMPLIANT INDUSTRIAL ETHERNET 
Connector Connector Price Each CONNECTORS (CONT.) 
Mfg. Part No. A B Stock No. 1-4+ Contact Contact Price Each 
Adaptor, In-Line Mfg. PartNo. | Contacts Material Plating Stock No. 1-4+ 
@ 1300550001 RJ45 Receptacle RJ45 Receptacle 15M0234 46.92 RJ45, Plug, Cable Mount 

PIM_5511318 @ 2008611-1 8 Phosphor Bronze Gold Plated Contacts 15R7878 ao 

@ 2008611-2 8 Phosphor Bronze Gold Plated Contacts 15R7879 = 

IP67 COMMON CORE INDUSTRIAL ETHERNET @ 2008614-1 8 Phosphor Bronze | Gold Plated Contacts 15R7880 = 

—_ 5 8 Phosphor Bi Gold Plated Cont 15R7881 
CONNECTORS a TE @ 2008614-2 josphor Bronze old Plated Contacts 19.43 
connectivity RJ45, Receptacle, Panel Mount 
AUTHORIZED DISTRIBUTOR @ 2008615-1 8 Phosphor Bronze | Gold Plated Contacts 15R7882 
: Sapir @ 2008615-2 8 Phosphor Bronze | Gold Plated Contacts 15R7883 
Compliant 
Available For Use | Price Each” 

— Mfg. Part No. Type With Stock No.|  1-1-4+ 

‘ee @ 2008618-1 Dust Cap P67 Metal Shell ODVA Compliant Ethernet) 15R7884 — 

Receptacle Connectors 
a @ 2058442-1 | Protective Cap | Industrial Circular Ethernet © Panelmount| 7615169 22.66 
Connectors 


@ Housing : UV Resistant UL94V-0 

© Gasket, Seal : UL94 HBF 

@ Temperature range : -40°C to +85°C. 

© Compliant to IEC 61076-3-106 Variant 1 


e |P67 sealing performance 

@ Meets TIA/EIA 568 Category 5e requirements 

@ Protective covers available for both the plug and 
receptacle 


PIM_152524 


® Tool-less connector 


© Positive lock coupling ring provides reliable 


AMP CIRCULAR PLASTIC CONNECTORS (CPC) SERIES 45 


© For use with Cat 5e cable connections in harsh environments ETHERNET a TE 
TE Connectivity now offers an IP67 field installable RJ45 connector. Utilizing our already existing “common core” Features ier, 
design, the product can be applied in the field without the use of a tool. Designed for use in harsh environments, © Meets TIA/EIA-56-B.2 Cat 5 requirements Siieanes cesaaiae 
the connector features a quick-connect bayonet coupling mechanism. Applications include industrial machinery, © Positive lock coupling ring patie 
diagnostic equipment, communications equipment, and industrial printers © UV resistant and UL 94V-0 housing Sepeinpiant 
Price Each material Available 
Contact Contact HELLECE TEAC © Operating temperature: -55°C 
Mfg. PartNo. | Contacts Material Plating Stock No. 1-9+ to 105°C NS 
RJ45, Plug, Cable Mount, Kit, Solid Wire 4 i 
@ 1738607-1 8 Phosphor Bronze Gold Plated Contacts 61K2640 = @ fj 
RJ45, Plug, Cable Mount, Kit, Stranded Wire 
@ 1738607-2 8 Phosphor Bronze Gold Plated Contacts 61K2643 = - 
RJ45, Plug, Cable Mount, Shielded, Kit oer ease cules stockNo 0 Pee 
ost . = a = Ad i in Li ; Recept 4 Bi ih d Mount, Bi ihe d Pass-Th hth 5 kshi RIMS 
© 1954656.2 8 =, 07R7300 7 wep or, In-Line, Receptacle, Bulkhead Mount, Bulkhead Pass-Through with Backshire 
RJ45, Plug, Cable Mount, Shielded, Kit, Solid Wire © 15464133 8 Gold Plated Contacts 26M8000 36.98 
@SEGN ES 8 - Phosphor a eel Plated Contacts IESHS054 = Ethernet, Receptacle, Bulkhead Mount, Bulkhead Pass-Through with 12” Patch Cord 
RJ45, Plug, Cable Mount, Shielded, Kit, Stranded Wire © 1546414-4 3 = 85K9338 35.39 
@ 1738607-4 8 Phosphot Bronze | Gold Plated Contacts 45P2891 oe RJ45, Plug, Cable Mount, Kit, Shielded, Solid Wire 
RJ45, Receptacle, Panel Mount, Kit @ 1546907-1 8 ie 51M6922 12.60 
@ 1776900-1 8 Phosphor Bronze | Gold Plated Contacts 86W5787 ae RJ45, Plug, Cable Mount, Kit, Shielded, Stranded Wire 
For Use Price Each @ 1546907-2 8 ne 21R4269 = 
Mfg. Part No. Description With Stock No. 1-1-99+ RJ45, Plug, Cable Mount, Kit, Unshielded, Solid Wire 
@ 1981944-1 Ethernet Strip Tool Solid & Stranded Cables 07R7301 234.12 @ 1546876-1 8 i 38M8532 = 
PIM_147420 RJ45, Plug, Cable Mount, Kit, Unshielded, Stranded Wire 
@ 1546876-2 8 ie 21R4268 13.90 
In-Line Adaptors RJ45, Receptacle, Cable Mount, with PC Board & 12” of Cable (568A) 
x @ 1-1546411-1 8 ais 20R9776 36.01 
Price Each 
Mfg. Part No ae at al StockNo. | ide __RU45, Receptacle, Cable Mount, with PC Board & 12” of Cable (568B) 
Adaptor, In-Line @ 1-1546412-1 8 ‘< 08P5233 98.34 
@ 1738601-1 Ru45 Jack Ru45 Jack 61K2648 = RJ45, Receptacle, Panel Mount, Kit, Pass-Through RJ45/RJ45 
Adaptor, In-Line - Shielded S776 18621 i zs SOMBSSS za 
@ 1811689-1 RJ45 Jack RJ45 Jack 07R7296 22.57 RJ45, Receptacle, Panel Mount, Kit, Shielded, Wire Terminated 
PIM_ 5511599 @ 1546908-1 8 ti 21R4270 6.71 
RJ45, Receptacle, Panel Mount, Kit, Unshielded, Wire Terminated 
@ 1546877-1 8 38M8533 = 
IP67 METAL SHELL ODVA-COMPLIANT INDUSTRIAL R45, Receptacle, Panel Mount, with PC Board 
ETHERNET . 
CONNECTORS @ 1-1546409-1 8 a 20M6305 26.51 
RJ45, Receptacle, Panel Mount, with PC Board & 12” of Cable (10 Base-T) 
AUTHORIZED DISTRIBUTOR 
aus @ 1-1546410-1 8 20M8019 37.01 
‘ol 
Compliant a 
eB erie am Pre Each 
Mfg. Part No. Type With Stock No.|  1-1-4+ 
@ 1-1546407-1 | Receptacle Closure Cap | Industrial Circular Ethernet | 20R9775 12.94 
Recceptacles 
@ 1-1546406-1 Closure Cap Circular Sealed RJ-45 Receptacle | 21M7051 16.35 
@ Meets TIA/EIA-568 Category 5e requirements @ UV resistant gasket material - Connectors 
© Housing, Coupling ring, Cable fitting : Chrome © Positive lock coupling ring @ 1-1546408-1 Closure Cap Circular Sealed RJ-45 Plug Connectors | 41P0288 = 
plated zinc die cast © Polarized for proper mating PIM_93064 
© Gasket, Seal : UL94 HB © Temperature range : -40°C to +85°C. 
TE Connectivity now offers an even more rugged connector series that meets the Ethernet/IP RJ45 
requirements/standards. The IP67 Metal Shell ODVA-Compliant connector system is designed for use in the In-Line Adaptors 
harshest environments. The connector features a quick-connect bayonet coupling mechanism per the IEC Price Each 
61076-3-106 Variant 1. Applications include industrial machinery, diagnostic and communications equipment, Connector Connector Unnicel=aci 
industrial printers, outdoor signs, theatrical equipment, live events set up (music concerts or any event requiring Mfg. Part No. A B Stock No. 1-4+ 
the set up of a sound or video stage) or any ethernet application where an IP67 sealed, rugged connector Adaptor, In-Line 
interface is required. 
@ 1-1546415-1 RJ11 Receptacle RJ11 Receptacle 45M5767 77.04 
@ 1546574-1 RJ45 Jack RJ45 Receptacle 57H7377 174.17 
@ 1546641-1 RJ45 Jack RJ45 Receptacle 21R4224 194.65 
> CONTINUED > > CONTINUED > 
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MODULAR JACKS & PLUGS 


In-Line Adaptors (CONT.) 
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DATA-CON-X SEALED USB TYPE A & B CONNECTORS (CONT.) 


Connector Connector Price Each Mounting IP Price Each 
Mfg. Part No. A B Stock No. 1-4+ Mfg. Part No. Type Rating Stock No. 1-4+ 
RJ45 USB 2.0, USB Type B, Plug, Threaded, 4.34 - 5.28 mm Cable O.D. 
@ 1986172-1 RJ45 Receptacle RJ45 Receptacle 51M6844 41.95 @ DCC-USBBT-180 Cable Mount IP67, IP68 47W2346 eet 
PIM_5511626 PIM_209441 
CIRCULAR SEALED USB CONNECTORS Inter-Series adapters 
-—5 rice Eac! 
= TE Price Each 
aw Mfg. Part No. Stock No. 1-9+ 
PUTOORIZED, DISTRIBUTOR USB 2.0 - USB Type A Receptacle to USB Type B Receptacle - Quick Connect 
Ge tinoiat @ DCP-USBAB-USBB 472347 = 
< Available USB 2.0 - USB Type B Receptacle to USB Type A Receptacle - Quick Connect 
@ DCP-USBBB-USBA 472349 SS 
USB 2.0 - USB Type B Receptacle to USB Type A Receptacle - Threaded 
@ DCP-USBBT-USBA 472350 = 
PIM_5511613 
Features @ Housing (Plastic) - High temperature thermoplas- 
@ |P 67 sealing performance tic, UL94V-0, black 3 
1/4 turn bayonet coupling ring © Housing (Metal) - Chrome Plated Zinc Die Cast Compression 
© Standard A plug and standard B plug Gasket, UL94 HB, UV Resistant Gasket Material : A 
© Through-panel mating receptacles © Contact — Brass, gold plated on contact area, Compressed External Wire wencelEachy 
© Available in both plastic and metal shell config- nickel underplated Mfg. PartNo. | Length Length Diameter_| Diameter | Stock No. 1-49+ 
urations © Shield - Steel, nickel plated, copper underplated @G-31 9.5mm 2mm 3.96mm 0.7mm 47W2357 Zoi 
@ USB 2.0 compliant © Voltage Rating — 30VAC (rms) PIM 5511612 
Specifications ® Data Rate - 480Mbits/s ~ 
Circular Sealed USB Connectors were developed to support the increasingly wide-spread use of the USB 
standard industrial applications. The Circular Sealed USB connector provides the popular High Speed USB USB & DISPLAYPORT ADAPTERS a © 
standard for outdoor factory-floor and harsh environment applications where regular USB connectors do not Switohoraft 
offer the required level of ruggedness. a somo? ONAL 
Mounting IP | Price Each_ Compliant 
Mfg. Part No. Type Rating Stock No. 1-24+ Available 
Receptacle Kit, Ato A 
@ 1954643-1 ass 26R4305 29.79 
Receptacle Kit, A to A, Metal Shell 
@ 2058364-1 65R1086 38.19 
Receptacle Kit, B to A 
@ 1954646-1 ah 2571021 43.53 
Receptacle Kit, B to A, Metal Shell 
@ 2058365-1 86W5795 ess Price Each 
USB 2.0, USB Type A, Plug Mfg. Part No. Stock No. 1-94 
@ 1954637-1 Cable Mount (P67 5970222 ae USB 3.0 - Micro USB Type AB Receptacle to USB Type A Receptacle 
USB 2.0, USB Type B, Plug, Metal Shell EHUSB3CABA B1Y5719 21.02 
@ 2058363-1 Cable Mount IP67 86W5794 42.66 EHUSB3CABAPKG 81Y5720 4.13 
PIM_209635 USB 3.0 - USB Type A Receptacle to Micro USB Type AB Receptacle 
EHUSB3ACAB 81Y5717 15.95 
7 é RoHS ® 8175718 
DATA-CON-X SEALED USBTYPEA&B SiS. qmep em Se euil EHUSBSACABPKG 18.20 
CONNECTORS Available Harsh Environment Connectivity Solutions PIM. 5532686 
AHEICO Company = 
DisplayPort Adapter 
No. of Price Each 
Mfg. Part No. Contacts Stock No. 1-9+ 
Receptacle, Panel Mount - Thermoplastic Body 
EHMDP2 20 81Y5715 16.56 
USB 2.0A Receptacle USB 2.0 B Receptacle USB 2.0A Panel USB 2.0B Panel EHMDP2PKG 20 81Y5716 12.43 
Mount Receptacle Mount Receptacle Bi :s630880 


© Sealed to IP67 and IP68 NEMA 250 (6P) when © Shell Material: Steel (USB A and B plugs, USBA 


mated receptacles), Copper Alloy (USB B receptacles) 
@ Feed-thru termination on the panel for easy field © Contact Material: Copper Alloy 
installation © Contact Plating: Gold 


@ Field installable design is easy to assemble 
© Quick connect bayonet or threaded style interface 


Current Rating: 1.5A. Voltage Rating: Per USB 2.0 standard. Contact Resistance: 30mO max. Insulation 


@ Insulator Material: UL94V-0, white 


Resistance: 1000MO min. Dielectric Withstanding Voltage: 500V AC/one minute. 
Mounting IP Price Each 
Mfg. Part No. Type Rating Stock No. 1-4+ 
USB 2.0, USB Type A, Plug, Quick Connect, 3.40 - 4.33 mm Cable 0.D. 
@ DCC-USBAB-150 Cable Mount IP67, IP68 472339 aa 
USB 2.0, USB Type A, Plug, Quick Connect, 4.34 - 5.28 mm Cable 0.D. 
@ DCC-USBAB-180 Cable Mount IP67, IP68 47W2340 — 
USB 2.0, USB Type A, Plug, Threaded, 3.40 - 4.33 mm Cable O.D. 
@ DCC-USBAT-150 Cable Moun\ IP67, IP68 47W2341 = 
USB 2.0, USB Type A, Plug, Threaded, 4.34 - 5.28 mm Cable O.D. 
@ DCC-USBAT-180 Cable Mount IP67, IP68 47W2342 = 
USB 2.0, USB Type B, Plug, Quick Connect, 3.40 - 4.33 mm Cable O.D. 
@ DCC-USBBB-150 Cable Mouni IP67, IP68 47W2343 oo 
USB 2.0, USB Type B, Plug, Quick Connect, 4.34 - 5.28 mm Cable O.D. 
@ DCC-USBBB-180 Cable Mount IP67, IP68 47W2344 a 
USB 2.0, USB Type B, Plug, Threaded, 3.40 - 4.33 mm Cable O.D. 
@ DCC-USBBT-150 Cable Mouni IP67, IP68 47W2345 = 
> CONTINUED > 


224 


USB3F TV SERIES USB-A 3.0 INDUSTRIAL 


Amphenol Pcd 
CONNECTORS 


USB3FTV2SA03NACROS 


USB3FTV6A10GOPEN 


USB3FTV7AN 


Sealed against fluids and dusts (IP68) 
Shock, vibration and traction resistant 


° device - Shell size 15 
e 

@ No cabling operation in field and no tools required 

e 

e 


@ 2 mechanical coding / polarization possibilities 
(receptacle insert rotation) 

Improved EMI protection @ USB3F TV plug retention in the receptacle: 100 

Tri Start Thread coupling mechanism (MIL- Nin the axis 


DTL-38999 series III type) with anti-decoupling @ Mating cycles: 500 minimum 


With USB Field, you can insert a standard USB 3.0 cordset into a metallic plug which will protect it from shocks, 
dust and fluids. No hazardous on-field cabling and grounding! This metallic plug is connected into a receptacle, 
using a Tri Start Thread coupling mechanism (MIL-DTL-38999 series III type) with anti-decoupling device for 
high vibrations. 


Cordsets 


> CONTINUED > 
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INDUSTRIAL 1/0 


USB3F TV SERIES USB-A 3.0 INDUSTRIAL CONNECTORS (CONT.) USB FIELD TV HARSH ENVIRONMENT Amphenol Ped 
Cable Cable PriceEach CONNECTORS 
Length Length ® No hazardous in-field cabling RoHS | 
Mfg. Part No. Imperial Metric Color Stock No. 1-4+ © Toolless assembly Gee einpiat 
USB 3.0 - USB Type A Plug to Free / Stripped End - Nickel, Straight bd oe Aenea and dusts 
@ USB3FTV6A10NOPEN 3.3) | 1m Black 27X3809 149.94 @ Shock, vibration and traction 
USB 3.0 - USB Type A Plug to Free / Stripped End - Olive Drab Cadmium, Straight resistant ; 
USB3FTV6A10GOPEN 3a [im Black | 27xseoe | aavi7a_ —¢ ynptoved EMI protection on . 
USB 3.0- USB Type A Plug to USB Type A Plug - Nickel, Crossed in 
@ USB3FTV6A10NCROS 3.3) 1m Black 27X3808 191.73 © Shell size 15 
USB 3.0 - USB Type A Plug to USB Type A Plug - Nickel, Open The er ase ei boli? the 
= use of standar .0 connectors. 
@ USB3FTV6A10NSTR 33 im Black 27X3810 191.73 This series utilizes the MIL Circular 
USB 3.0 - USB Type A Plug to USB Type A Plug - Olive Drab Cadmium, Crossed DTL-38999 Series III Tri-Start thread coupling mechanizm with anti-decoupling device, providing both audible 
USB3FTV6A10GCROS 33 4m Black 27X3805 191.73 and visual coupling. Fire retardant and low smoke per UL94 VO and NF F 16101 & 16 102. Mating cycles: 500 
5 ; ini . Te it + ~55° to +85°C. Ord d i itely below. 
USB 3.0- USB Type A Plug to USB Type A Plug - Olive Drab Cadmium, Open minimum. Temperature range 0 der caps and accessories separately below. 
USB3FTVA10GSTR 33 im Black | 27x3807 | 191.73 ne al ce oe 
= ; ig. Part No. ating tock No. 4+ 
USB 3.0 - USB Type A Receptacle to Free / Stripped End - Nickel, Open - 
@ USB3FTV2SA03NOPEN 7 305mm Black 27X3803 mans Y - USB Type A Receptacle to USB Type A Receptacle - Jam Nut Receptacle, Cadmium- 
USB 3.0 - USB Type A Receptacle to Free / Stripped End - Nickel, Open, Jam-Nut USBFTV71G P67 204064 ma 
@ USB3FTV7SA03NOPEN 4 | 305mm Black ENE) 153.96 USB 2.0 - USB Type A Receptacle to USB Type A Receptacle - Square Flange Receptacle, 
USB 3.0 - USB Type A Receptacle to Free / Stripped End - Olive Drab Cadmium, Open Cadmium-plated 
USB3FTV2SA03GOPEN 1 305mm Black 27X3800 144.13 USBFTV21G P67 20J4057 48.43 
USB 3.0 - USB Type A Receptacle to Free / Stripped End - Olive Drab Cadmium, Open, Jam- USB 2.0 - USB Type A Receptacle to USB Type A Receptacle - Square Flange Receptacle, 
Nut Nickel-plated 
USB3FTV7SA03GOPEN 1 305mm Black 27X3816 153.96 @ USBFTV21N P67 20J4058 56.29 
USB 3.0 - USB Type A Receptacle to USB Type A Plug - Nickel, Crossed USB 2.0 - USB Type A Receptacle to USB Type A Receptacle - Square Flange Receptacle With 
@ USB3FTV2SA03NACROS tt [305mm [Black | 27x3802 | 198.28 Metal Backshell, Cadmium-plated 
USB 3.0 - USB Type A Receptacle to USB Type A Plug - Nickel, Crossed, Jam-Nut USBFIV2PE1G P67 09/5782 136.74 
@ USB3FTV7SA03NACROS 1 | 305mm Black 27X3818 225.51 PIM_113748 
USB 3.0 - USB Type A Receptacle to USB Type A Plug - Nickel, Straight 
@ USB3FTV2SA03NASTR 1 305mm Black 27X3804 198.28 USB Sealed Connectors 
USB 3.0 - USB Type A Receptacle to USB Type A Plug - Nickel, Straight, Jam-Nut Mounting iP Price Each 
@ USB3FTV7SA03NASTR 1 | 305mm Black 27X3820 208.81 Mfg. Part No. Type Rating Stock No. 1-44 
USB 3.0 - USB Type A Receptacle to USB Type A Plug - Olive Drab Cadmium, Crossed USB 2.0, USB Type A, Plug, Cadmium-plated 
USB3FTV2SA03GACROS 1 | 305mm Black 27X3799 198.28 USBETV6G Cable Mount P67 2044061 71.85 
USB 3.0 - USB Type A Receptacle to USB Type A Plug - Olive Drab Cadmium, Crossed, USB 2.0, USB Type A, Plug, Nickel-plated 
dameNut @ USBFTVEN Cable Mount IP67 2034062 7771 
USB3FTV7SA03GACROS u [_305mm : Black AES a 2235) USB 2.0, USB Type A, Receptacle, Square Flange Receptacle, Solder (4 tinned holes) 
USB 3.0 - USB Type A Receptacle to USB Type A Plug - Olive Drab Cadmium, Straight USBFTV226 Panel Mount P67 204059 5521 
USB3FTV2SA03GASTR 1 | 305mm Black 27X3801 198.28 PIM 5511898 
USB 3.0 - USB Type A Receptacle to USB Type A Plug - Olive Drab Cadmium, Straight, Jam- _ 
Nut 
USB3FTV7SA03GASTR tt [305mm [Black 27x3817 | 208.81 USBB FIELD TV HARSH FoR einpian Amphenol Pcd 
PIM_212396 ENVIRONMENT CONNECTORS Available 
USB Adapters 
IP Price Each wN 
Mfg. Part No. Rating Stock No. 1-44 Pe, 
USB 3.0 - USB Type A Receptacle to USB Type A Receptacle ‘eaenan USBBFTV72N 
USB3FTV2AG IP68 27X3797 110.71 iseacnvaic Wsccenic 
@ USB3FTV2AN P68 27X3798 99.47 © No hazardous in-field cabling © Shock, vibration and traction resistant 
USB3FTV7AG IP68 27X3813 98.87 © Tooless assembly @ Improved EMI protection 
@ USB3ETV7AN IP68 27X3814 = © P68 sealed against fluids and dusts when capped + @ Mechanical coding/polarization (2 positions) 
OOOO or mated © Shell size 15 
RIMES ISS USBB Field TV series allows the use of standard USB 2.0 connectors in a harsh enviornment. This series utilizes 
the Mil Circular DTL-38999 Series III Tri-Start thread coupling mechanism with anti-decoupling device, providing 
both audible and visual coupling. Fire retardant/ low smoke: UL94 VO and NF F 16101 & 16 102. Mating cycles: 
USB Sealed Connectors 500 minimum. Temperature range: -40° / +85°C. See USB Field TV series for caps and accessories. 
Mounting IP Price Each High-reliability USB 2.0 cordsets with male sealed USB-B composite connector to USB-A cordset with 
Mfg. Part No. Type Rating Stock No. 1-A+ overmolded plug. USB-B male cordsets are overmolded on USB 2.0 cable. USB-B female receptacle cordets 
have 5 ways connectors and can accept 50mm wires. 
USB 3.0, USB Type A, Plug : 
USB3FTV6G Cable Mount IP68 27X3811 117.91 shes ac gee : a Sin nea 
@ USB3FTV6N Cable Mount (P68 27X3812 118.08 a Lid a ae ae 
eieslicle USB 2.0, USB Type B, Plug, Cadmiumplated 
" USBBFTV6G Cable Mount IP68 96M8930 120.07 
USB 2.0, USB Type B, Plug, Nickel-plated 
Custom Panel Meters Call 800 859 1257 ean ee ss es 
: - =e - i ce USB 2.0, USB Type B, Receptacle, Cadmium-plated 
Choose your own colors, text, and company logo USBBFTV22G Panel Mount IP68 96M8928 110.45 
Custom scale, range aval pointer types USBBFTV72G Panel Mount IP68 96M8934 108.96 
Analog/Digital Meters, Sensors, Controllers and more USB 2.0, USB Type B, Receptacle, Nickel-plated 
@ USBBFTV22N Panel Mount IP68 96M8929 110.45 
Email panelmeters@newark.com For Use Price Each 
PIM 5624808 Mfg. Part No. Type With Stock No. 1-1-4+ 
_ @ USBBF21BSCC Dust Cap USB B Receptacles 96M8936 = 
PIM_88881 
USB Adapters 
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INDUSTRIAL 1/0 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


USB Adapters (CONT.) USB Stacked Connectors (CONT.) 
IP Price Each Mounting Price Each 
Mfg. Part No. Rating Stock No. 1-4+ Mfg. Part No. Type Orient. Stock No. 1-24+ 
USB 2.0 - USB Type B Receptacle to USB Type A Receptacle - Jam Nut Receptacle, Cadmium- USB 2.0, USB Type A, Receptacle, Stacked 
plated @ MUSB-C111-30 PCB Mount Right Angle 01M3138 10.74 
USBBFTV71G IP68 96M8932 108.85 USB 2.0, USB Type A, Receptacle, Stacked to Header 
oe Reet di B Receptacle to USB Type A Receptacle - Square Flange Receptacle, @ MUSB-C211-30 PCB Mount Right Angle 83K8309 25.52 
P USB 2.0, USB Type A, Receptacle, Stacked to USB Receptacle 
USBBFTV21G IP68 96M8926 121.66 i 
@ MUSB-C311-30 PCB Mount Right Angle | 84K9966 25.27 
USB 2.0 - USB Type B Receptacle to USB Type A Receptacle - Square Flange Receptacle, 
Nickel-plated USB 2.0, USB Type A, Stacked 
@ USBBFTV21N IP68 96M8927 111.62 @ MUSBC51100 Vertical 32R7835 16.19 
PIM_5511610 PIM_5511558 
USB/Lightning Cables MUSBR SERIES RUGGED USB CONNECTORS 
Cabi Cabl PriceEach gues Am phenol nol 
Fi 2 . i is th | rice rach = ® Current rating: 1.5 per contact Commercial Products 
engt engt © Contact resistance: 30 mQ max Rolls 
Mfg. Part No. Imperial Metric Color Stock No. ie © Insulation resistance: 1000 MO min Geena 
USB 2.0 - USB Type B Plug to USB Type B Plug @ DWV: 500 VAC Available 
@ USBBF6200 6.5 | 2m Black 72K7546 20.90 These connectors meet Military shock & vibration 
PIM 5511608 levels and IP68 per IEC 60529 in mated and unmated 
- conditions. The connector system is designed to provide 
a standard USB interface for enclosures exposed to harsh 
environments. Connectors mate with any standard USB 2.0 
Plugs & Jacks plug. Achieves data rates up to 480 Mb/s (USB 2.0). 
No. of Price Each 
Mfg. Part No. Ports Stock No. 1-4+ 
Jack Mounting IP Price Each 
@ USBBF7 1 72K7544 15.44 Mfg. Part No. Type Rating Stock No. 1-9+ 
PIM_5511609 USB 2.0, USB Type A, Receptacle, Right Angle 
MUSBRA11140 Panel Mouni IP67 49X2870 6.24 
USB 2.0, USB Type A, Receptacle, Right Angle, Low Profile 
MUSB SERIES HARSH ENVIRONMENT USB Am phenol MUSBRASIIaO PanelIMoua 1Pa7 EET a 
CONNECTORS i USB 2.0, USB Type A, Receptacle, Right Angl PCB 
@ |P67 sealed in mated and unmated conditions Commercial Products aut] ype A, Receptacle, Right Angle on 
@ Meets military shock and vibration level ( . RoHS MUSBRAS51140 Panel Moun IP67, IP68 49X2877 8.35 
. sate eficwanl a, ~~ Gee timpiat USB 2.0, USB Type A, Receptacle, Right Angle on PCB with Cable Header 
No special temination tooling require . MUSBR-A211-30 Panel Moun IP67, IP68 524546 22.08 
Unique and innovative USB connector design 
provides the ideal solution for data transfer in harsh USB 2.0, USB Type A, Receptacle, Vertical 
or demanding environments. These connectors MUSBRA11130 Panel Mouni IP67 49X2867 7.58 
are underwater submersible rather than just water USB 2.0, USB Type A, Receptacle, Vertical, Low Profile 
resistant in both mated and unmated conditions. — ype A, P - ~ 
Metal die cast outer shell. Current rating: 1.5A. MUSBR-AA11-30 Panel Mouni IP67, IP68 §2¥4545 20.25 


MUSB-A111-30 
Mounting Price Each 
Mfg. Part No. Type Orient. Stock No. 1-24+ 

USB 2.0, Micro USB Type AB, Receptacle 

MUSB-K552-30 a Vertical 524544 9.35 
@ MUSB-K152-30 hrough Hole Moun Right Angle 9371298 10.82 
USB 2.0, Mini USB Type AB, Receptacle 
@ MUSBE15134 hrough Hole Moun Right Angle 88M0380 = 
USB 2.0, Mini USB Type B, Receptacle 
@ MUSBB15134 hrough Hole Moun’ Right Angle 84M8745 10.13 
@ MUSB B 55104 Through Hole Moun’ Vertical 01N5211 13.01 
USB 2.0, USB Type A, Receptacle 
@ MUSB-A111-30 hrough Hole Moun’ Right Angle 01M6102 8.84 
@ MUSB-A511-00 hrough Hole Moun’ Vertical 01M6103 7.75 
USB 2.0, USB Type A, Receptacle, With Right Angle Cable Header 
@ MUSB-A211-30 Through Hole Moun’ Right Angle 01M3136 29.24 
USB 2.0, USB Type A, Receptacle, With Right Angle Matching USB Type Connector 
@ MUSB-A311-30 hrough Hole Moun Right Angle 01M3137 23.50 
USB 2.0, USB Type B, Receptacle 
@ MUSB D 11130 hrough Hole Moun Right Angle 01N5212 9.77 
@ MUSB D 51100 hrough Hole Moun Vertical 01N5213 9.94 

For Use Price Each 
Mfg. Part No. Type With Stock No.| 1-1-9+ _ 
@ MUSB2A111014BP | Dust Cover MUSB USB Type B 01N5215 0.82 
@ MUSB2E151005BP | Dust Cover MUSB Type B Connectors 01N5216 = 
@ MUSB2D11004BP ‘| Dust Cover} Amphenol MUSB Series Type B USB} 12N1023 0.76 
Connectors 
@ MUSB2A111024BP_| Dust Cover MUSB USB Type A 14N3745 1.57 
@ MUSB2K15015BP | DustCover} Amphenol MUSB Series Micro USB] 49X2880 ANG 
Connectors 

@ MUSB-2E151-015BP | Dust Cover MINI USB Type B Connectors 70R1406 4.29 


PIM_89563 


USB Stacked Connectors 
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PIM_5479123 


SCRU SERIES SEALED USB CONNECTORS 


RoHS 
Compliant 
Available 


@ Sealed USB port sealing 
© Meets IP68 requirements for dust and waterproof = @ Panel Thickness 0.8mm (0.030”) - 5.2mm (0.205”) 
IP Price Each 
Mfg. Part No. Rating Stock No. 1-9+ 

USB 2.0 - USB Type A Receptacle to USB Type B Receptacle 

@ SCRU-01 IP68 11P6165 12.08 
USB 2.0 - USB Type B Receptacle to USB Type A Receptacle 

@ SCRU-02 IP68 11P6166 12.08 
PIM_136023 
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Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 
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INDUSTRIAL 1/0 
IP68 USB BUCCANEER CONNECTORS | 6. USB Adapters (CONT.) 
Available bulgin iP | Price Each 
a brand of Eetton Technology Mfg. Part No. Rating Stock No. 1-24+ 
USB 2.0 - USB Type A Receptacle to USB Type B Receptacle 
@ PX0848/A IP68 02P6289 24.70 
USB 2.0 - USB Type B Receptacle to USB Type A Receptacle 
@ PX0848/B IP68 02P6290 24.70 
PIM_5511604 
Rear Panel Mount USB B Rear Panel Mount USB A FIREWIRE BUCCANEER SEALING CAPS 
© Water and dustproof to IP68 when bulgin 


Front Panel Mount Leaded 5-way Crimp mated 
@ 4- and 6-pole versions 


® Sealing caps to maintain IP68 rating 
of unmated connectors 


For Use Price Each 
Mfg. PartNo. | Type With Stock No. 1-9+ 
Nylon (Polyamide) Body 
@ PX0733 Dust Cap | Buccaneer In-line Flex, Front Panel, Bulkhead and} 48F2467 1.95 
Flange mount connectors 


brand of Elektron Technology 


IP68 “A” to IP68 “B” Sealed 
USB Cable 


PCB USB A Adapter Lead 


Desa cove oe test USB ein 2 spect Dut and ote! P88 vier mate Cel“ Pxoi@0 ust Cap] Buoaeer PXOW2 Font Panel Moning Crear] S2CHTS | — 9.6 
jacket. Panel Connectors feature single-hole fixing and are front pane! sealed to IP68. Opposite connector at = 
rear of adapter. Mounting hole diameter is 27.5mm (plus keyway). @ PX0480/BK | Dust Cap | PX0419 Buccaneer Panel Mounting Circular Connector | 18M2901 S195) 
Cable Cable Price Each @ PX0835 Dust Cap PX0846/851 Buccaneer Inline Cable Connectors 25H6702 5.67 
Length Length cot PIM_85057 
Mfg. Part No. Imperial Metric Color Stock No. 1-9+ 
USB Type A Receptacle 6000 SERIES BUCCANEER® USB SEALED CABLE 
@ PX0849/A 54 137m Black 02P6291 34.18 ASSEMBLIES bul in 
@ 14193 4" 102mm Black 09J1555 5.69 abnasiod gil Technology 
@ 14194 4 102mm Black 09J1556 5.69 
@ PX0843/B 5.2" 132mm Black 066157 21.03 Gepeinvin 
@ PX0843/A §.2" 132mm Black 16M5084 21.03 Available 
USB 2.0 - USB Type A Plug to USB Type B Plug 
@ PX0840/A/2M00 6.6ft 2m Black 86H3241 18.29 
@ PX0840/A/3M00 10ft 3m Black 09J1550 12.22 
@ PX0841/AB/3M00 10ft 3m Black 09J1552 48.06 
USB 2.0 - USB Type B Plug to USB Type A Plug o™ 
@ PX0840/B/2M00 6.6ft 2m Black 26M8307 27.45 - 3 
© PX0840/B/3M00 9. am Black ogutss1 | 24.82 PARSON oe 
© Px0840/B/6M00 16.8 Sm Back [pears 287T yr iwstlckng proves aocidental uvmaing  speedbus comeeton, 1 Ms 10 480MES 
For Use Price Each © Sealed to IP66, |P68 and IP69K when mated 
Mfg. Part No. Type With Stock No.|  1-1-9+ Single ended cable assembly mates with all panel mounting connectors. Plug and play capability for hot 
ericess [Bist PXOBEET Bucaesr Tine Cabo] 2eneraz | — ger ul iene pt tae Sid sem fo gh roe unt an EM pocon. Vi 
@PX0852 _ | USB Flash Drive Cover USB Flash Drives 45P3919 | 7.44 yes eee Price Each 
@ PX0733 Dust Cap Paes ae Flex, aes aa 48F2467 1.95 Mfg. Part No. Imperial Metric Color Stock No. 4-9+ 
ere umear ane sange mount connec USB 2.0 - USB Type A Plug to USB Type B Plug 
- @ PXP6040/A/2M00 6.6ft 2m Black 56W4634 31.82 
@ PXP6040/A/3M00 9.8ft 3m Black 56W4635 1.74 
USB Sealed Connectors © PXP6O40/A/SMO0 16.4ft 5m Black 564636 | 56.58 
Mounting IP Price Each USB 2.0 - USB Type B Plug to USB Type A Plug 
Mfg. Part No. Type Rating Stock No. 1-9+ @ PXP6040/B/2M00 6.6ft 2m Black 56W4637 35.27 
USB 2.0, USB Type A, Receptacle @ PXP6040/B/3M00 9.8ft 3m Black 56W4638 38.64 
@ PX0845/A Through Hole Mount IP68 83K8205 30.48 @ PXP6040/B/5M00 16.4ft 5m Black 56W4639 7.42 
USB 2.0, USB Type B, Receptacle PIM_209908 
@ PX0845/B Through Hole Mount IP68 83K8207 30.48 
— RJ FIELD (MIL-C-26482) RUGGED HARSH Amphenol Pcd 
ENVIRONMENT CONNECTORS 
Sealed Ethernet RoHS 
= Compliant 
Contact Contact Price Each eB rnin 
Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 
USB A, Receptacle, Panel Mount | 
@ PX0842/A 4 Copper Gold Plated Contacts 86H3159 22.39 : 
USB B, Receptacle, Panel Mount fy 
@ PX0842/B 4 Copper Gold Plated Contacts 86H8971 22.39 4 f 
PIM_5511603 
© Accommodates a standard RJ45 cordset or mated 
USB Adapters @ No hazardous in-field cabling @ Shock, vibration and traction resistant 
® Toolless assembly ® Mechanical coding/polarization (4 positions) 


@ |P68 sealed against fluids and dusts when capped @ Shell size 18 


RJ Field bayonet connectors utilize the MIL-C-26482 quick 1/4 turn bayonet coupling mechanism, providing 
both audible and visual coupling. The RUStop® system enables the use of RJ45 Ethernet Class D / Cat.5E 
connection for 10 BaseT, 100 BaseTX or 1000 BaseT networks in harsh environments. Fire retardant and low 
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INDUSTRIAL 1/0 
RJ FIELD (MIL-C-26482) RUGGED HARSH ENVIRONMENT CONNECTORS RJ FIELD TV (MIL-DTL-38999 RoHS = Amphenol Pcd 
(CONT.) SERIES III) CONNECTORS FOR Seeing 


smoke per UL94 VO and NF F 16 101 & 16 102. Mating cycles: 500 minimum. Temperature range: -40°C to HARSH ENVIRONMENTS 
+85°C. Order caps and accessories separately. , 


Price Each \ 
Mfg. Part No. Contacts Stock No. | 1-4+ 
RJ45, Plug, Cable Mount 
RJF6G 8 36K2899 45.72 SY 
@ RJF6N 8 36K2900 56.16 
@ RJF6MB 8 06H1475 48.15 Square Flange Receptacles Jam Nut Receptacles 
@ RJF6MN 8 20J4014 57.08 
@ RJF6B 8 03H9932 35.23 - 
RJF6EMG 8 02E8886 42.27 RJF TV Series 
RJ45, Receptacle, Panel Mount © Accommodates a standard RJ45 cordset © Shock, vibration and traction resistant 
RJF71G 8 95C0003 78.83 @ No hazardous in-field cabling © Mechanical coding/polarization (4 positions) 
= ® Toolless assembly @ Improved EMI protection 
@ RIFZIN 8 36K2896 50.73 © IP68 sealed against fluids and dusts when capped @ Shell size 19 
@ RJF71N 8 36K2901 83.99 or mated 
RJF7PEM1G 8 26H3623 112.08 RJ Field TV Ethernet connectors utilize the MIL-DTL-38999 Series Ill threaded coupling mechanism, with 
wees : ay 8731 SF RUds Ehornet Class D I Cale connection fr 10 Base 100 BaseTX or 1000 BaseT neWorks fn harsh 
@ RJF22B00 8 28H8633 45.23 environments. Fire retardant and low smoke per UL94 VO and NF F 16 101 & 16 102. Mating cycles: 500 
@ RJF22B03100BTX 8 93K7824 68.82 minimum. Temperature range: -40°C to +85°C. Order caps and accessories separately below. 
@ RJF22B10100BTX 8 93K7825 74.19 Price Each 
RJF22G03100BTX 8 93K7827 65.29 Mfg. Part No. Contacts Stock No. 1-4+ 
@ RJF22N00 8 93K7828 44.30 RJ45, Plug, Cable Mount 
@ RJF2PEM1B 8 20J3999 95.81 RJFTV6G 8 02E8890 58.62 
@ RJF2PEM1N 8 20J4000 84.66 RJFTV6MG 8 95C0010 69.86 
@ RJF2SA1B 8 2034006 60.82 @ RJFTV6N 8 36K2894 = 
@ RJF2SAIN 8 93K7823 73.67 @ RJFTV6MN 8 93K7822 64.78 
@ RJF7PEM1B 8 2034015 121.24 RJ45, Receptacle, Flange Mount 
@ RJF7SA1N 8 93K7829 99.77 RJFTV21G 8 02E8870 53.92 
@ RJF71B 8 03H9933 40.60 RJFTV2PEM1G 8 20J3969 96.86 
@ RJF2PE1B 8 20J4003 73.75 RJFTV2SA1G 8 20J3979 95.20 
RJF2PE1G 8 02E8875 83.91 RJFTV22G00 8 97H3581 51.05 
@ RJF2PE1N 8 204004 84.76 @ RJFTV2PEM1N 8 20J3970 117.93 
@ RJF72B05100BTX 8 39M5595 91.20 @ RJFTV2SAIN 8 73K1317 77.50 
@ RUF7PE1B 8 204019 107.73 RJFTV2PE1G 8 39M5593 103.63 
RJF7PE1G 8 20J4020 95.23 @ RJFTV2PE1N 8 73K1314 98.25 
Ponlice Price Each RJ45, Receptacle, Jam Nut Mount 
Mfg. Part No. Type With StockNo.| 1-1-4* BUF INTAG 8 Ou) 75.49 
@ RJFODE 2 Amphenol Cat6 & CatSe Cord Sets 01H8892 | 45.14 RJETV7PEMIG 8 SUCHE 111.47 
“euei8 | Gasket | FWFied TV Connectors] 0389880 1.047 _@RIFTVTIN 8 36K2895 67.48 
@ RJFC2B DustCap [Amphenol RJF Series Square Flange| 03H9926 | 33.11 RIFTV7SAIG 8 eaes28 99.73 
Receptacles @ RJFTV7SAIN 8 20J3991 113.96 
@ RJFC6B RJ Field Bus RJ45 Field Bus Plug, RJF6B 03H9927 | 33.27 RJFTV7PE1G 8 39M5594 - 
@ RJFC7B RJ Field Bus |RJ45 Field Bus Hexagonal Jam Nut| 03H9928| 49.88 RJ45, Receptacle, Panel Mount 
Receptacles, RJF71B @ RJFTV21N 3 36K2893 6141 
RJFC2G Dust Cap Amphenol RJ Field Bus Square Flange} 04H6398 30.56 
Receptacles, RJF21G For Use Price Each 
@ RJF21BSCC | Self-Closing Cap RJF Series Square Flange Receptacle 26K2808 | 53.83 Mfg. Part No. Type With Stock No.| 1-1-4+ 
@ RJFC2N Dust Cap RJ Field Harsh Environment Square Flange | 36K2889 30.78 @ RJFODE ae Amphenol Cat5 & Cat5e Cord Sets 01H8892 45.14 
Receptacles RJFTVC6G | RJ Field Bus RJ Field Bus TV Plugs 02E8877 | 49.81 
RJFC6G Dust Cap RJ Field Harsh Environment Plugs 36K2890 | 43.78 RJFTVC7G | Ru Field Bus RJ Field Bus TV Jam Nut Receptacles 02E8878 | 48.56 
@ RJFCEN Dust Cap RJ Field Harsh Environment Plugs 36K2891 | 44.05 RJFTVC2G| DustCap |Amphenol RJ Field Bus TV Square Flange| 04H7913| 47.61 
@ RJFC7N Dust Cap RJ Field Harsh Environment Jam Nut] 36K2892| 51.98 Receptacles 
Receptacles @RJFTVC2N | DustCap |RJ Field TV Ethernet Harsh Environment Square | 88H2841 | 47.61 
@ RJF21NSCC Dust Cap RJ Field Square Flange Receptacles 89/9103 | 71.71 Flange Receptacles 
RJFC7G Dust Cap RJ Field Harsh Environment Jam Nut] 95C0005| 21.56 @ RJFTVC7N | DustCap | RJ Field TV Ethernet Harsh Environment Jam Nut | 94H7388 44.09 
Receptacles Receptacles 
PIM_73612 @JE19 Gasket RJF TV Ethernet Connectors 97H3390 4.04 
PIM_80155 
Plugs & Jacks 
Price Each Plugs & Jacks 
Mfg. Part No. Category Stock No. 1-4+ No. of Price Each 
RJ45 Receptacle - Solder Mfg. Part No. Ports Stock No. 1-4+ 
RJF21G Cat5e 04H6390 40.79 RJ45 Jack - Solder 
@ RUF21B Cat5e 03H9929 46.92 KIT38082 | 2043859 155.13 
PIM_5511602 PIM_5511606 
RJ FIELD CAT6 CIRCULAR COUPLERS Amphenol Ped 


ey 


Vy 
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RJ FIELD CAT6 CIRCULAR COUPLERS (CONT.) 
© Sealed against fluids and dusts (IP68) © Operating temperature: -40°C / +85°C. 
@ Shock, vibration and traction resistant RJ5446 Series: 
© No cabling operation in field and no tools required © @ Coupling: Push Pull 
@ RJ45 cordset retention in the plug: 100 N in © Material: Plastic 
the axis RJF6 / RUFTV6 Series: 
@ Mating cycles: 500 min © Coupling: Bayonet 
@ Improved EMI Protection © Material: Metal 
© Compatible with cable diameter from 6 mm [0.236 © Specification: MIL-DTL-26482 


in] to 13 mm [0.512 in] 
Connector Connector Price Each 
Mfg. Part No. A B Stock No. 1-4+ 
Adaptor, In-Line 
RJFTV62A1G RJ45 Jack RJ45 Jack 94X3849 72.65 
RJFTV62A1N RJ45 Jack RJ45 Jack 94X3850 72.65 
RJF62A1B RJ45 Jack RJ45 Jack 94X3860 67.50 
RJF67SA1B RJ45 Jack RJ45 Jack 94X3872 106.49 
RJF544621 RJ45 Jack RJ45 Jack 94X3859 36.74 
RJF62A1BSCC RJ45 Jack RJ45 Jack 94X3861 79.28 
RJF62A1G RJ45 Jack RJ45 Jack 94X3862 68.16 
RJF62A1NSCC RJ45 Jack RJ45 Jack 94X3865 = 
RJF62SA1B RJ45 Jack RJ45 Jack 94X3866 94.02 
PIM_5465685 


RJ FIELD REVERSE BAYONET ETHERNET 
CONNECTORS FOR 
HARSH ENVIRONMENTS 
e 


Black, jam nut, rugged composite 
shell (Circular) 

@ No hazardous in-field cabling 

@ Toolless Assembly 

© Seals to IP67 against fluids and 
dusts 

@ Shock, vibration and traction 
resistant 

© Accommodates a standard RJ45 


Amphenol Pcd 
cordset 


RJ Field reverse bayonet connectors, 


with the RJStop® system, allow the use of Ethernet Class D/Cat 5e and Class E/Cat 6 connection for 10 BaseT, 
100 BaseTX or 1000 BaseT networks in harsh environments. Fire retardant and low smoke per UL94 VO and 
NFF 16 101, DIN 5510-2. Mating cycles: 500 minimum. Temperature range: -40°C to +85°C. Order caps and 
accessories separately below. 


RoHS — 
Compliant 
Available 


Price Each 
Mfg. Part No. Contacts Stock No. 1-4+ 
RJ45, Plug, Cable Mount 
@ RJFRB6 8 93K7819 16.21 
RJ45, Receptacle, Panel Mount 
@ RJFRB73S Bi 22M1742 68.69 
@ RJFRB75 1 22M1744 28.60 
@ RJFRB71 8 93K7820 22.51 
@ RJFRB71RA 8 93K7821 25.90 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-4+ 
@ RJFRBC75 Dust Cap RJF RB Cat6 Jam Nut Receptacles 39M5590 = 
@ RJFRBC7 Dust Cap RJF RB Jam Nut Receptacles 93K7818 4.01 
PIM_88864 


RJ FIELD 544 ETHERNET CONNECTORS FOR 
HARSH ENVIRONMENTS 


7 


Amphenol Pcd 


RoHS _ 
Compliant 
Available 


Kot 
RJF544 Series 
RJF5442M1 
@ Black, panel mount, rugged composite shell @ |P68 sealed against fluids and dusts when capped 
(circular) or mated 


© Push/pull coupling 

@ No hazardous in-field cabling 
® Toolless Assembly 

RJ Field 544 connectors, with the RUStop® system, allow the use of Ethernet Class D/ Cat. 5E Connection for 
10 BaseT, 100 BaseTX or 1000 BaseT network environments. Fire retardant and low smoke per UL94 VO and 
NFF 16 102, DIN 5510-2. Mating cycles: 500 minimum. Temperature range: -40°C to +85°C. Order dust cap 
separately below. NOTE: Mfg. part no. JE16 gasket required for receptacles, order separately; go online or call. 


@ Shock,vibration and traction resistant 
© Accommodates a standard RJ45 cordset 


Price Each 
Mfg. Part No. Contacts Stock No. 1-4+ 
RJ45, Plug, Cable Mount, Push Pull 
@ RJF5446 8 03H9931 21.94 
> CONTINUED > 
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RJ FIELD 544 ETHERNET CONNECTORS FOR HARSH ENVIRONMENTS 
(CONT.) 


Price Each 
Mfg. Part No. Contacts Stock No. 1-4+ 
RJ45, Receptacle, Panel Mount, to 0.3m (11.81”) Cordset 
@ RJF5442203100BTX 8 36K2898 46.65 
RJ45, Receptacle, Panel Mount, to PC Board 
@ RJF5442200 8 36K2897 34.27 
RJ45, Receptacle, Panel Mount, to RJ45 
@ RJF54421 5 03H9930 23.99 
RJ45, Receptacle, Panel Mount, to RJ45, Metalized Insert 
@ RJF 544 2M1 8 04H7940 37.03 
For Use Price Each 
Mfg. PartNo. | Type With Stock No. 1-1-4+ 
@ 54402BM Dust Cap | RJ Field Bus 544 Harsh Environment Modular Plugs | 04H0434 42.50 
PIM_73613 


RJ11 FIELD (MIL-C-26482) RUGGED HARSH 
ENVIRONMENT 
CONNECTORS 


@ No hazardous in-field cabling 

@ Toolless assembly 

@ |P68 sealed against fluids and dusts 
when capped or mated 

@ Shock, vibration and traction 
resistant 

@ Mechanical coding/polarization (4 


Amphenol Pcd 


RoHS — 
Compliant 
Available 


positions) 

@ Shell size 14 

RJ11 Field bayonet connectors utilize the MIL-C-26482 quick 1/4 turn bayonet coupling mechanism, providing 
both audible and visual coupling. The RJStop® enables the use of a standard RJ11/RJ12 phone connection in 
harsh environments. Fire retardant and low smoke per UL94 VO and NF F 16 101 & 16 102. Mating cycles: 500 
minimum. Temperature range: -40°C to +80°C. Order caps and accessories separately below. 

Panel mount receptacles require mfg. part no. JE14 gasket. 

Price Each 
Mfg. Part No. Contacts Stock No. 1-4+ 

RJ11, Plug, Cable Mount 

@ RJ11F6B 6 93K7838 78.34 
@ RJI1F6N 6 27M3413 79.14 
RJ11, Receptacle, Panel Mount 

@ RJ11F21B 6 93K7836 81.99 
@ RJ11F22B 6 93K7837 69.37 
@ RJ11F71B 6 93K7839 113.18 
@ RJ11F72B 6 93K7840 108.47 

@ RJ11F21N 6 27M3411 82.80 

@ RJ11F22N 6 27M3412 78.92 

@ RJ11F71N 6 27M3414 114.32 

@ RJ11F72N 6 27M3415 95.88 

For Use Price Each 

Mfg. PartNo. | Type With Stock No.| —1-1-4+ 

@ RJ11FC2N | Dust Cap RJ11 Field Square Flange Receptacles 27M3408 56.65 

@ RJ11FC6N | Dust Cap RJ11 Field Plugs 27M3409 | 57.50 

@ RJ11FC7N | Dust Cap RJ11 Field Jam Nut Receptacles 27M3410 72.07 

@ RJ11FC2B | Dust Cap | RJ11 Harsh Environment Square Flange Receptacles | 93K7833 54.38 

@ RJ11FC6B | Dust Cap RJ11 Harsh Environment Plugs 93K7834 48.96 

@ RJ11FC7B | Dust Cap RJ11 Harsh Environment Jam Nut Receptacles 93K7835 | 61.39 
PIM_88863 


MRJ HARSH ENVIRONMENT MODULAR JACKS Am phenol 


Commercial Products 


MRJ-5380-01 


MRJ54800F MRJ638101 MRJ54810F 
RoHS 
Compliant 
Available 
MRJ-5780-01 
Features: enter 
® Cat 5 ethernet performance Designation: 


© |P67 sealed in mated and unmated conditions 

© Meets military shock and vibration levels 

© Includes a feature that will not allow an RJ11 
to enter 

@ Will not allow an improperly terminated plug to 


@ MRJ53 - RUJ45, PCB tail, right angle 

@ MRJ54 - RU45, PCB tail, vertical 

@ MRJ57 - RJ45, PCB tail, right angle, on PCB with 
RJ45 right angle termination 

@ MRJ63 - RJ45 with EMI filter, PCB tail, right angle 
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MRJ HARSH ENVIRONMENT MODULAR JACKS (GONT.) F ETHERNET BUCCANEER® CIRCULAR 
Unique and innovative RJ connector design provides the ideal solution for network data transfer in harsh and CONNECTORS . 
demanding environmental conditions. Metal die cast outer shell. Current rating: 1.54. Contact tail length: bulgin 
0.100". brand of Elektron Technology 
Contact Contact Price Each RoHS 
Mfg. Part No. Contacts Material Plating Stock No. 1-9+ tp Geptinaian 
RJ45, Jack, PCB Mount, Green LED left, Green LED right, through hole mounting ay 
@ MRJ-5485-01 8 Phosphor Bronze | Gold Plated Contacts 01N5209 10.71 
RJ45, Jack, PCB Mount, Green LED left, Yellow LED right, threaded lug mounting 
@ MRJ-5381-01 8 Phosphor Bronze | Gold Plated Contacts | 01M3132 10.72 = 
RJ45, Jack, PCB Mount, Green LED left, Yellow LED right, through hole mounting PX0834/B PX0833 
@ MRJ-5481-01 8 Phosphor Bronze | Gold Plated Contacts 01N5208 ss 
RJ45, Jack, PCB Mount, No LEDs, threaded lug mounting 
@ MRJ-5780-01 8 Phosphor Bronze | Gold Plated Contacts | 01M3135 17.98 
@ MR4J-5380-01 8 Phosphor Bronze | Gold Plated Contacts 74K3107 10.06 
RJ45, Jack, Through Hole Mount, Green LED left, Yellow LED right, threaded lug mounting 
@ MRJ638101 8 Phosphor Bronze | Gold Plated Contacts 49X2784 14.00 
@ MRJ54810F 8 Phosphor Bronze | Gold Plated Contacts 49X2758 6.14 
RJ45, Jack, Through Hole Mount, No LEDs, threaded lug mounting 
@ MRJ54800F 8 Phosphor Bronze | Gold Plated Contacts | 49X2756 14.89 aes 
@ MRJ638001 8 Phosphor Bronze | Gold Plated Contacts | 49X2783 | 15.48 PROS TiEMeD : 
© Dustproof and Waterproof to IP68 © Shroud for RJ45 Provides a Positive Guide For 
For Use Price Each © Cat 5E Coupler Maintains Shielding Alignment and Protects Against Damage During 
Mfg. Part No. Type With StockNo.|  1-1-9+ © Optimized IP68 Sealing Secures and Seals Cable Handling 
@ MRJ258E11BP Boot RJ Plug and Cable O1N5210 0.29 Msn ae ete pages : Cat iS Compliant With aes eu lie iene 
faterproof Buccaneer® industrial circular connector system offers a secure connection for Ethernet base 
MRJ-2586-42BP | Dust Cover Rugged Ru Receptacle 053382 2.87 networks, running up to 100Mbps, using the industry standard RJ45 connector as the base connection. Feature 
@ MRJ258601BP |DustCover|Amphenol MRJ Series Receptacle USB | 49X2714 3.48 shielded connectors and couplers with S-FTP stranded cable that provides a high level of noise immunity. Patch 
Connectors cords have been independently tested to TIA/EIA Cat 5E levels. Patch Cord Specifications: TIA/EIA rating: 
@ MRJ258610BP | Dust Cover MRJ Receptacle 63M9672 4.24 Cat 5e, Sheath: PUR Jacket Black, Diameter: 6.1mm, Characteristic Impedance: 1000 +150 @ 100MHz, 
: = Capacitance: 1600pF/km, Operating Temperature: -25°C to +85°C. Wiring configuration 568-B. Mates with 
@ MR4J-2586-20BP | Dust Cover | Amphenol MRJ Poy Receptacle USB | 89W0531 1.10 panel mounting connector PX0833. 
ennecils: Supplied with shielded RJ45 plug and sealing glands to suit cable sizes from 3.5 to 8mm diameter. Glass-filled 


PIM_89562 polyamide connector body, UL94V-0 flammability rated. Operating temperature -20°C to +70°C. Mates with 
panel mounting connectors; order separately below. 
Feature Cat 5E shielded coupler available with or without an earth wire. Provides a sealed connection to the 
RUGGED RJ11 & RJ45 CONNECTORS Am henol front of panel and a standard RJ45 connection to the rear. Mounts to panel with a single hole fixing. Comes 
MRJR Series p complete with panel sealing gasket and O-ring seal to maintain IP68, EN60529 seal. Glass-filled polyamide 


© Provides a standard RJ interface ideal for harsh environments where Commercial Products —-“®nector body, UL94V-0 flammability rated. Operating temperature -20°C to +70°C. 
Ethernet/IP Protocol is used Maintains the IP rating of unmated connectors. 


RoHS 
) ion i i icati Compliant ; 
el : ire . IP68 applications per Gegiinn lan Contact Contact Price Each 
© Data Rates dead to 10 Base-T or 100 Base-T Mfg. PartNo. | Contacts Material Plating Stock No. 1-9+ 
Ethernet RJ45, Plug, Cable Mount 
© Features an Epoxy-free assembly; sealed with @ PX0834/B 8 Phosphor Bronze | Gold Plated Contacts 25H6701 30.99 
O-rings & gaskets RJ45, Plug, Panel Mount 
@ More robust construction with improved thermal - - 
cycling and a slim conductive panel gasket for @ PX0833/E | 8 Phosphor Bronze | Gold Plated Contacts 25H6699 Tis) 
enhanced EMI performance RJ45, Receptacle, Receptacle, Panel Mount 
7 @ PX0833 8 Phosphor Bronze | Gold Plated Contacts 09H1135 66.62 
Contact Contact Price Each : 
Mfg. Part No. Contacts Material Plating Stock No. 1-9+ For Use Price Each 
RJ11, Jack, Panel Mount, Right Angle with Green & Yellow LEDs Mfg. PartNo.| Type With Stock No.| _ 1-1-9+ 
MRJR-3341-01 | 4 | Phosphor Bronze | Gold Plated Contacts | 49Y4747 10.56 @ PX0835 Dust Cap PX0846/851 Buccaneer Inline Cable Connectors 25H6702 5.67 
RJ11, Jack, Panel Mount, Right Angle with No LEDs @ PX0733 Dust Cap | Buccaneer In-line Flex, Front Panel, Bulkhead and} 48F2467 1.95 
MRJR334001 4 Phosphor Bronze | Gold Plated Contacts | 49X2661 10.48 Flange mount connectors 
MRJR336001 6 Phosphor Bronze | Gold Plated Contacts | 49X2663 10.62 PIM_74603 
RJ45, Jack, Panel Mount, Right Angle on PCB with Green & Yellow LEDs ; 
MRJR558101 | 8 | Phosphor Bronze | Gold Plated Contacts | 49x2708 | 26.74 In-Line Adaptors 
RJ45, Jack, Panel Mount, Right Angle with Green & Yellow LEDs Connector Connector Price Each 
MRJR538101 8 Phosphor Bronze | Gold Plated Contacts | 49X2690 15.79 Mfg. Part No. A B Stock No. 1-24+ 
MRJR-6381-01 8 Phosphor Bronze | Gold Plated Contacts | 52Y4543 13.95 Adaptor, In-Line 
RJ45, Jack, Panel Mount, Right Angle with No LEDs @ PX0870 RJ45 Jack RJ45 Jack 45P3920 70.34 
MRJR538001 8 Phosphor Bronze | Gold Plated Contacts | 49X2687 7.20 PIM_5511624 
MRJR-6380-01 8 Phosphor Bronze | Gold Plated Contacts | 52¥4542 14.60 
RJ45, Jack, Panel Mount, Vertical with Green & Yellow LEDs Network Cables 
MRJR54810F 8 Phosphor Bronze | Gold Plated Contacts | 49X2700 = Cable Cable Price Each 
RJ45, Jack, Panel Mount, Vertical with No LEDs Length Length aaa 
MRJR54800F 8 Phosphor Bronze | Gold Plated Contacts | 49X2698 7.04 Mfg. Part No. Imperial Metric Color Stock No. 1-9+ 
PIM 5517644 RJ Buccaneer IP68 Plug to RJ45 Plug 
@ PX0837/2M00 6.6ft 2m Black 09/1545 45.07 
In-Line Adaptor @ PX0837/5M00 16.4ft 5m Black 09J1547 82.08 
- PIM_5511623 
Connector Connector Price Each 
Mfg. Part No. A B Stock No. 1-9+ pile 
Adaptor, In-Line - Right Angle on PCB with No LEDs 6000 SERIES BUCCANEER® Gee tinpiat e 
MRJR578001 RJ4S Jack RU4S Jack 49X2713 14.16 ETHERNET CONNECTORS natane bulgin 
brand of Elektron Technology 
PIM_5517646 


PXM6037 PXM6034/B 


PXM6033TP 
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6000 SERIES BUCCANEER® ETHERNET CONNECTORS (CONT.) 


Push-pull latching system @ Rewireable flex connector provides ability to field 
30° twist locking terminate 

Sealed to IP66, IP68 and IP69K rated when mated @ Sealed through panel Ethernet prevents water 

Cat 5e coupler maintains shielding ingress into equipment 

Cat 5e compliant with data rates up to 100MHz 

Mate with mfg. part no. PXP6033TP type panel mounting connectors. Overmolded patchcords with IP rated 
connector. Supplied with shielded RJ45 plug. Single end terminated. S-FTP cable construction. PUR jacket 
cable. Wiring configuration to 568-B. Exceeds EIA/TIA 5e. 


Supplied with shielded RJ45 plug to suit cable sizes from 3.5 to 8mm diameter. 
Sealed through panel. Cat 5e shielded coupler. Mates with all plastic flex connectors. Standard RJ45 patchcord 
can be plugged into rear. Single hole fixing. Complete with panel sealing gasket. 
Cable Cable Price Each 
Length Length 
Mfg. Part No. Imperial Metric Color Stock No. 1-9+ 
RJ45 Plug to RJ45 Plug 
@ PXP6037/2M00 6.6ft 2m Black 56W4631 51.07 
@ PXP6037/3M00 9.8ft 3m Black 56W4632 53.11 
@ PXP6037/5M00 16.4ft 5m Black 56W4633 92.77 
PIM_209600 
In-Line Adaptors 
Connector Connector Price Each 
Mfg. Part No. A B Stock No. 1-9+ 
Adaptor, In-Line 
@ PXM6033TP RJ45 Jack RJ45 Receptacle 56W4606 55.76 
PIM_5511601 
Sealed Ethernet 
Contact Contact Price Each 
Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 
RJ45, Plug, Cable Mount 
@ PXM6034/B 8 Phosphor Bronze Gold Plated Contacts 56W4607 74.87 
@ PXP6034/B 8 Phosphor Bronze Gold Plated Contacts 56W4630 29.55 
PIM_5511600 


MODULAR INDUSTRIAL 8/8 PLUGS AND JACKS 


molex 
RoHS _ 
Compliant 
Available 


© Current: 1.54 © Contact Resistance: 20 mO max. 
© Voltage: 125 V @ Insulation Resistance: 500 MO min. 
@ Withstanding Voltage: 1000 VAC © Temperature Range: -40°C to +60°C 


84700 series modular plugs and jacks rugged construction provides protection to terminals and withstands 


harsh environments. Meets Category 5e performance for fast ethernet industry standard. Contact phosphor 
bronze 50 uy” gold plating, housing material PA polyamide (nylon), PBT polyester, TPE thermo plastic elastomer, 
UL 94V-0 
Contact Contact Price Each 
Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 
RJ45, Plug, Cable Mount 
@ 84700-0002 | 8 Phosphor Bronze Gold Plated Contacts | 95H9877 26.80 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-9+ 
@ 84700-0003 Dust Cover 84700 Series Bulkhead Receptacle 95H9878 13.53 
PIM_78323 
Plugs & Jacks 
No. of Price Each 
Mfg. Part No. Ports Category Stock No. 1-4+ 
RJ45 Jack - Crimp 
@ 84700-0001 2 Cat5e 49H6469 45.15 
PIM_5511319 
ETHERCON® RJ45 DATA CONNECTORS @ 
NEUTRikK 


* 


NE8FDV-Y110 


NE8FBH-S NE8FBH-LED 
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ETHERCON® RJ45 DATA CONNECTORS (CONT.) 


RoHS _ 
Compliant 
Available 


NE8FDY-C6 


Rugged RJ45 Ethernet data connectors are designed to prevent breakage of the fragile latch and cover of 
standard RJ45 connectors. Pinouts provide additional terminal to PC board for better shielding. Diecast shell 
and chuck-type strain relief on cable end accepts all common RJ45 plugs (not included). Female chassis 
connectors are based on current NEUTRIK® “A and B" series and “D” series XLR receptacles with secure 
latching system. CAT 5e version complies with Class D (NE8FAH) or CAT 5E (IDC terminated receptacles) 
according to TIA/EIA 568B and ISO/EC 11801 standards. Compatible with 10Base-T and 100Base-TX systems. 


CAT 6 version compatible with 1000 base-T systems. “D” series panel mount with metal housing and secure 
latching system. CAT 6 features tool-free termination. Color-coded rings (for receptacles) and boots (for cable 
carriers) available; go online or call . 
Contact Contact Price Each 
Mfg. Part No. Contacts Material Plating Stock No. 1-9+ 

RJ45, Plug, Cable Mount, Housing in Black Chrome with Chuck & Boot 

@ NE8MC-B 8 i 35C0563 as 
RJ45, Plug, Cable Mount, Housing with Chuck & Boot 

@ NE8MC 8 Zinc Gold Plated Contacts 35C0562 — 
RJ45, Receptacle, Panel Mount, “D” Series, CAT5e, Feed-Thru, Black Chrome 

@ NE8FDP-B-D 8 Bronze Gold Plated Contacts 05/1913 14.98 
RJ45, Receptacle, Panel Mount, “D” Series, CAT5e, Feed-Thru, Black Chrome with Screws 
@ NE8FDP-B 8 Bronze Gold Plated Contacts 90H9368 15.02 
RJ45, Receptacle, Panel Mount, “D” Series, CAT5e, Feed-Thru, Nickel with Screws 

@ NE8FDP 8 Bronze Gold Plated Contacts 61H8745 12.10 
RJ45, Receptacle, Panel Mount, “D” Series, CAT6, IDC, Black Chrome 

@ NE8FDY-C6-B 8 Bronze Gold Plated Contacts 32M7748 34.23 
RJ45, Receptacle, Panel Mount, “D” Series, CAT6, IDC, Nickel 

@ NE8FDY-C6 8 Bronze Gold Plated Contacts 32M7751 19.79 
RJ45, Receptacle, Panel Mount, “D” Series Housing, CAT5e, 110 Punchdown Terminals 

@ NE8FDV-Y110 8 Bronze Gold Plated Contacts 81C8110 11.80 
@ NE8FDV-Y110B 8 Bronze Gold Plated Contacts 7705731 12.10 
RJ45, Receptacle, Panel Mount, “D” Series Housing, CAT5e, IDC Terminals, 110 Punchdown 
Terminals with Screws 

@ NE8FAV-Y110 8 Bronze Gold Plated Contacts 35C0560 9.22 
RJ45, Receptacle, Panel Mount, “D” Series Housing, CAT5e, Vertical 

@ NE8FDV 8 Bronze Gold Plated Contacts 9400899 5.14 
RJ45, Receptacle, PCB Mount, “A” Series Housing, CAT5e, Horizontal, All Plastic 

@ NE8FAH 8 Bronze Gold Plated Contacts 35C0558 5.48 
RJ45, Receptacle, PCB Mount, “B” Series, CAT5e, Horizontal 

@ NE8FBH-S 8 Bronze Gold Plated Contacts 72K9005 8.20 
PIM_69209 


WATERPROOF USB CONNECTORS 
AND CABLE ASSEMBLIES 


RoHS 


(r) 
multicomp Serve 


2UB3001-W05101 


2UB3001-W05100 


2UB3001-Wo000W 


Waterproof USB connectors are rated IP67 for use in almost any environment. Most chassis connectors have 
a matching screw or locking cap to ensure moisture and dust does not damage equipment when leads are not 
connected 


Cable Assemblies 


Cable Cable Price Each 
Length Length | 
Mfg. Part No. Imperial Metric Color Stock No. 1-49+ 
USB 2.0 - USB Type A Receptacle to Micro USB Type A Plug 
@ 2UB3001-W05102 19.7" 500mm Black 2077283 2.88 
USB 2.0 - USB Type A Receptacle to USB Type A Plug 
@ 2UB3001-W05101 3.9” 102mm Black 2077282 9.17 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-99+ 
@ 2UB3001-Wo0000W Dust Cap IP67 Panel Mount Connectors 2077280 2.14 


PIM_192445 
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USB Sealed Connectors 
Mounting IP Price Each 
Mfg. Part No. Type Rating Stock No. 1-49+ 
USB 2.0, USB Type A, Receptacle 
@ 2UB3001-W05100 Through Hole Mount IP67 2077281 6.40 
PIM_5511131 
Sealed Ethernet 
Price Each 
Mfg. Part No. Contacts Stock No. 1-49+ 
RJ45, Plug, Cable Mount 
@ 27J3000-W05100 8 2077275 4.76 
PIM_5511130 
WATERPROOF RJ45 CONNECTORS Pot C2) 
AND CABLE ASSEMBLY valle multicomp 


e 


‘ 


2UB3001-W0000W ©yr 


27J3000-W05104 


2TJ3003-W05100 


@ Indicates RoHS Compliant A] Find Datasheets Online 


STEADYTEC INDUSTRIAL ETHERNET RoHS z ae 
comoiant Weidmiiller 
CONNECTORS Available 
all J 
Ja & 
Bayonet V01 Metal Plug- Push Pull VO4 Plastic Plug- RockStar V05 Metal Plug- : p 
1963120000 1963170000 1963200000 Bayonet V01 Metal Bulkhead 
—<—_. = Receptacle-1963480000 
heels nae RockStar VO5 Metal Bulkhead R45 Plug-1962730000 
Receptacle-1963460000 - 
Receptacle-1963500000 ‘eceptacle: RJ45 Jack-1962850000 


@ RJ45 plug-in connector for Gigabit Ethernet 


housing (Cat.6) 
@ High cable sheathing diameter range up to 12mm _ = ® Design results in enhanced vibration and shock 


for some variants resistance 
® Suitable for connecting solid & stranded conduc- ® Dirt-resistant housing design with enhanced 
tors 27-22 AWG resistance to oils, greases, acids and alkalis 
@ Modules and couplers have a robust diecast zinc 


STEADYTEC is the future of connection technology in the field of data and signal transmissions. Established 
by the leading names in this branch of industry, the technology brand STEADYTEC forms the foundation for 
reliable, application-centric and conforming solutions for offices and harsh industrial conditions. All of the 


2TJ3000-W05100 ; : i ustrie ; n 
Wat fF RUAS ti ted IP67 fi in ‘almost 5 Most chassi iret connectors are designed for ease of use and for quick on-site assembly. The gigabit connector for industrial 
faterproo connectors are rate SURE a TOS Ean y SVE OUTENE WS ONES eS CONE OES NEVE standards with IDC connection technology has been developed to make wiring quick, easy and safe, without 
a matching screw or locking cap to ensure moisture and dust does not damage equipment when leads are not the need for any tools. In addition, zinc die-casting makes the connector extra robust and therefore suitable for 
connected industrial applications. It is also fitted with a protected locking clip for tough industrial applications. 
RJ45 Connectors No. of Price Each 
Contact Price Each Mfg. Part No. Ports Category Stock No. 1-9+ 
Mfg. Part No. Contacts Plating Stock No. 1-49+ RJ45 Jack - IDC /IDT 
RJ45, Plug, Cable Mount @ 1962850000 1 Caté 55M2119 15.43 
@ 2TJ3000-W05100 | 8 2077275 476 @ 1963460000 1 Cat6 05P5189 Soe 
RJ45, Receptacle, Panel Mount © 1963480000 1 Caté 05P5191 47.20 
@ 27J3003-W05100 8 Nickel Plated Contacts 2077279 10.32 @ 1963500000 1 Caté 05P5193 22.76 
Price Each RJ45 Plug - IDC / IDT 
For Use 
Mfg. Part No. Type With Stock No. | 1-1-99+ 911962730000 _ —— 18.56 
© 2UB3001-Wwoo0ow Dust Cap | IP67 Panel Mount Connectors | 2077280 2.14 © 1963120000 i 56.75 
PIM 192443 @ 1963130000 1 Caté6 05P5158 68.07 
_ @ 1963170000 1 Caté 05P5162 31.99 
@ 1963200000 1 Cat6 05P5165 36.81 
RJ45 Cable Assembly Sica Ek 
= For Use HICRIESE) 
on ped ipriceleschy Mfg. Part No. Type With Stock No. | 4-1-9 
Mfg. Part No. Imperial Metric Color Stock No. 1-244 @ 1962520000 Plug Housing SteadyTec connector inserts 55M2106 13.36 
RJ45 Plug to RJ45 Plug @ 1962540000 Plug Housing SteadyTec connector inserts 55M2108 18.99 
@ 27J3000-W05104 32.8ft 10m Black 2077278 26.78 @ 1962550000 Plug Housing SteadyTec connector inserts 55M2109 39.96 
PIM_5511148 @ 1962560000 Plug Housing SteadyTec connector inserts 55M2110 51.61 
@ 1963520000 Bulkhead Housing SteadyTec connector inserts 55M2128 8.22 
SCRE SERIES SEALED ETHERNET CONNECTORS —SSE @ 1963530000 Bulkhead Housing SteadyTec connector inserts 55M2129 17.94 
© Sealed RU45 receptacle port oa mile G @ 1963540000 Bulkhead Housing SteadyTec connector inserts 55M2130 32:72 
© Connector shell size: 17 ——— PIM_142124 
© Meets IP68 requirements for dust and waterproof Gopi : 
ipliant 
sealing Available 
@ Panel Thickness 0.8mm (0.030”) - 5.2mm (0.205”) In-Line Adaptors 
© Cat5e RJ45 rating - 
Connector Connector Price Each 
Mfg. Part No. A B Stock No. 1-9+ 
Adaptor, In-Line 
@ 1963470000 Jack Receptacle 05P5190 49.21 
@ 1963510000 Jack Receptacle 05P5194 31.99 
5 @ 1963490000 RJ45 Jack RJ45 Receptacle 05P5192 22.03 
Contact Contact Price Each pices ane 
Mfg. PartNo. | Contacts Material Plating Stock No. 1-9+ = 
RJ45, Receptacle, Panel Mount 
escreoi | 8 Phosphor Bronze | Gold Plated Contacts | 11P6164 | 21.59 SMARTCLICK INDUSTRIAL ETHERNET 
PM 60 CONNECTOR AND CABLE ASSEMBLIES omRON. 


Dev Kit HO 


Find the Newest Development Kits & 


Evaluation Boards from Top Suppliers 
newark.com/dev-kits 


PIM_5624787 


232 


ELECTRONIC COMPONENTS 


RoHS _ 
Compliant 
Available 


Field Assembly RJ45 Plug 


Double Ended RJ-45-RJ45 Cordset Double Ended M12-RJ45 Cordset 
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RS232 GENDER CHANGERS AND PORT 
PROTECTORS 


SMARTCLICK INDUSTRIAL ETHERNET CONNECTOR AND CABLE 


ASSEMBLIES (CONT.) 
© Rated current: 2.54 


GSGoiccrrms 


© Environment-resistance M12 connectors with IP67 


@ Rated voltage: 30V protection _— SeReinpan 
© Contact resistance: 20mQ max. @ M12 Smartclick mates with any threaded M12 7 Available 
@ Insulation resistance: 500MQ min. socket ¢/ 
© Withstand voltage 1000VAC for 60 sec © Provides ‘twist and click’ connection with XSSP-T id - 
e Ambient operating temperature: -25°C to 70°C panel socket —= , 
@ Ambient storage temperature: -25°C to 70°C. @ M12 Smartclick connectors are shielded to protect 
© Degree of protection: M12: IEC IP67, RJ45: against EMI 
IEC IP20 © Separate RJ45 field assembly connectors for easy 
@ Tough RJ45 connectors for use outside of panels wiring on site 
Field Assembly 
No. of Price Each 
Mfg. Part No. Ports Stock No. 1-44 Price Each 
RJ45 Plug - IDC / IDT Mfg. Part No. Convert From Convert To Stock No. 1+ 
@ XS6G-T421-1 1 4019778 43.29 @ 45-0520-00BU Plug, 15 Positions Plug, 15 Positions 64M1798 3.86 
PIM. 197538 @ 45-0500-00BU Plug, 25 Positions Plug, 25 Positions 50F6418 2.76 
@ 45-540-BU Plug, 37 Positions Plug, 37 Positions 50F6429 = 
Sensor Cable Assemblies @ 45-0545-00BU Plug, 37 Positions Receptacle, 37 Positions 64M1799 ThA) 
@ 45-0516-00BU Plug, 9 Positions Receptacle, 9 Positions 50F6423 S 
heed | Price Each_ @ 45-525-BU Receptacle, 15 Positions Receptacle, 15 Positions 50F6425 4.13 
Mfg. Part No. Imperial Stock No. 4-4+ @ 45-0505-00BU Receptacle, 25 Positions | Receptacle, 25 Positions 50F6419 = 
Circular 4 Position Receptacle - Free End @ 45-543-BU Receptacle, 37 Positions | Receptacle, 37 Positions 50F6430 — 
@ XS5P-T426-5 1.64ft 5979226 45.20 @ 45-515-BU Receptacle, 9 Positions Receptacle, 9 Positions 28M9415 2.47 
@ XS5P-T427-5 1.64ft 4079744 36.55 High Density 
M12 Sensor Straight 4 Position Plug - M12 Sensor Straight 4 Position Plug @ 45-0560-00BU Plug, 15 Positions Plug, 15 Positions 64M1800 4.54 
@ XS5W-T421-DM2-K 6.561ft 4079765 131.27 45-562-BU Plug, 15 Positions Receptacle, 15 Positions 50F6434 4.61 
@ XS5W-T421-GM2-K 16.404ft 4079771 189.30 Low Profile 
@ XS5W-T421-JM2-K 32.808ft 4079774 284.00 @ 45-527-BU Plug, 15 Positions Plug, 15 Positions 50F6442 3.13 
M12 Sensor Straight 4 Position Plug - RJ45 Plug @ 45-0507-00BU Plug, 25 Positions Plug, 25 Positions 50F6436 2.10 
@ XS5W-T421-GMC-K 16.404ft 4019769 188.98 @ 45-509-BU Plug, 25 Positions Receptacle, 25 Positions 50F6438 = 
@ XS5W-T421-JMC-K 32.808ft 4079772 245.13 @ 45-517-BU Plug, 9 Positions Plug, 9 Positions 50F6439 = 
PIM 5511153 @ 45-528-BU Receptacle, 15 Positions Receptacle, 15 Positions 50F6443 1.81 
: @ 45-518-BU Receptacle, 9 Positions Receptacle, 9 Positions 50F6440 3n15) 
RJ45 Cable Assembly PIM_7549 
Cable Cable Price Each 
Mfg. Part No eal ne Color Stock No. 1-4+ ROW: FROBIEE TERS GENDER CHENGERS Tat 
RJ45 Plug to RJ45 Plug m u icomp 
@ XS5W-T421-AMD-K Tft 304.8mm Blue 40T9756 151.11 Geir far 
PIM_5511152 Available 
GENDER CHANGERS AND Sa Cz) 
ADAPTERS hvaleble multicomp 
a Low-profile design is ideal when space is a prime consideration in a permanent installation. Fully shielded. 
Gold-plated over nickel contacts. 0.7" deep at thickest point. 
Price Each 
Mfg. Part No. Convert From Convert To StockNo. | 1-99 _ 
@ SPC19757 Plug, 15 Positions Plug, 15 Positions 84K8523 10.14 
eee @ SPC15359 Plug, 15 Positions Receptacle, 15 Positions 79K4948 13.46 
DB-25 Centronics® 36-Pin — — 
DB.9 DB-15 @ SPC19825 Plug, 25 Positions Plug, 25 Positions 84K8587 2.28 
Price Each @ SPC15434 Plug, 25 Positions Receptacle, 25 Positions 79K5014 14.68 
Mfg. Part No. Convert From Convert To Stock No. | 499+ @ SPC19827 Plug, 9 Positions Plug, 9 Positions 84K8589 9.16 
@ SPC19765 Plug, 15 Positions Plug, 15 Positions 84K8531 1.84 @ SPC15467 Plug, 9 Positions Receptacle, 9 Positions 79K5041 8.93 
@ SPC19759 Plug, 25 Positions Plug, 25 Positions 84K8525 3.23 @ SPC19826 Receptacle, 15 Positions Receptacle, 15 Positions 84K8588 10.88 
@ SPC19767 Plug, 9 Positions Plug, 9 Positions 84K8533 1.88 @ SPC19776 Receptacle, 25 Positions Receptacle, 25 Positions 84K8540 10.68 
@ SPC19766 Receptacle, 15 Positions Receptacle, 15 Positions 84K8532 142 @ SPC19774 Receptacle, 9 Positions Receptacle, 9 Positions 84K8538 10.33 
@ SPC19761 Receptacle, 25 Positions Plug, 25 Positions 84K8527 1.38 PIM_18426 
@ SPC19760 Receptacle, 25 Positions Receptacle, 25 Positions 84K8526 1.38 
@ SPC19768 Receptacle, 9 Positions Receptacle, 9 Positions 84K8534 0.93 D-SUB GENDER CHANGER COVERS @ 
Centronies : multicomp 
@ SPC19758 Receptacle, 36 Positions Receptacle, 36 Positions 84K8524 cee Kc “iis 
High Density to High Density Sepeinpian 
@ SPC19763 Plug, 15 Positions Plug, 15 Positions 84K8529 1.00 a aa 
@ SPC19764 Receptacle, 15 Positions Receptacle, 15 Positions 84K8530 6.44. Sf =a 
Standard to High Density { 
@ SPC19769 Receptacle, 9 Positions Plug, 15 Positions 84K8535 0.93 
PIM_7840 Choice of black or gray. 
: For Use Price Each 
Mfg. Part No. Type With Stock No. 1-99+ 
ABS (Acrylonitrile Butadiene Styrene) Body 
@ SPC14967 Gender Changer Cover 15-Pin M/F to 15-Pin M/F 80K5387 5.05 
@ SPC14970 Gender Changer Cover 9-Pin M/F to15-Pin M/F 80K5390 6.66 
@ SPC14964 Gender Changer Cover 9-Pin MIF to 9 Pin M/F 80K5384 0.90 
Plastic Body 
@ SPC14972 Gender Changer Cover 15M/F to 15M/F 80K5392 5.05 
@ SPC14973 Gender Changer Cover 25MIF To 25M/F 80K5393 5.46 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 
D-SUB ADAPTERS 


D-SUB GENDER CHANGER COVERS (CONT.) 


For Use Price Each 
Mfg. Part No. Type With Stock No. 1-99+ 
Plastic Body 
@ SPC14971 Gender Changer Cover 9MIF to 25M/F 80K5391 4.91 
@ SPC14966 Gender Changer Cover 9-Pin M/F to 25-Pin M/F 80K5386 0.45 
@ SPC14969 Gender Changer Cover 9-Pin M/F to 9-Pin M/F 80K5389 6.06 
PIM_68179 
AT SERIAL PORT ADAPTERS 1 2 


RoHS 
Compliant 
Available 


Adapters permit use of standard 25-line RS-232 cables by reconfiguring DB-9 AT serial port to 25-pin male DB- 
25 connector. Eliminate the need for several different cables. 


Price Each 
Mfg. Part No. Convert From Convert To Stock No. 1-99+ 
AT Connection to Modem 
@ SPC19829 Receptacle, 9 Positions Plug, 25 Positions 84K8591 7.34 
AT Connection to Serial Printer 
@ SPC19830 Receptacle, 9 Positions Plug, 25 Positions 84K8592 1.00 
Modem / Mouse Adapter 
@ SPC19828 Plug, 9 Positions Receptacle, 25 Positions 84K8590 Added 
PIM_18427 
TELEPHONE ADAPTERS FOR DB-9, DB-15, OR (2) 
DB-25 PORTS multicomp 


Compliant 
Available 


D-Sub 25 to RJ45 
D-Sub 8 to RJ45 


Allow the use of low-cost telco (telephone) wire between computer and peripherals. Available in either DB-9, 
DB-15, or DB-25 connectors on one end and 4-, 6-, or 8-contact telco connectors on the other end. Provide 
both economy of installation and fast and simple changing of cables when moving equipment. Telco cables and 
connectors available separately; go online or call. 
No. of No. of Price Each 
Mfg. PartNo. | ConvertFrom | Positions | ConvertTo | Positions | Stock No. | 1-99+ 

D Sub to RJ11, Beige 

@ SPC19784 Plug 9 Receptacle 4 84K8548 3.00 

@ SPC19785 Receptacle 9 Receptacle 4 84K8549 1.80 

D Sub to RJ12, Beige 

@ SPC19786 Plug 9 Receptacle 6 84K8550 4.44 

@ SPC19778 Plug 25 Receptacle 6 84K8542 0.39 

@ SPC19787 Receptacle 9 Receptacle 6 84K8551 4.44 

D Sub to RJ45 

@ SPC19779 Plug 25 Receptacle 8 84K8543 3.76 

D Sub to RJ45, Beige 

@ SPC19788 Plug 9 Receptacle 8 84K8552 4.53 

@ SPC19790 Plug 15 Receptacle 84K8554 0.95 

@ SPC19789 Receptacle 9 Receptacle 84K8553 3.47 

D Sub to RJ45, Black 

@ SPC 15464 Plug 25 Receptacle 8 79K5038 Beda 

@ SPC15295 Receptacle 25 Receptacle 8 79K4889 0.95 

D Sub to RJ45, Blue 

@ SPC15279 Plug 25 Receptacle 8 79K4876 5.42 

@ SPC15221 Receptacle 25 Receptacle 8 79K4820 = 

D Sub to RJ45, Grey 

@ SPC19870 Receptacle 9 Receptacle 8 80K5437 — 

D Sub to RJ45, Red 

@ SPC15222 Plug 25 Receptacle 8 79K4821 4.19 

D Sub to RJ45, Yellow 

@SPC15141 Plug 25 Receptacle 8 79K4754 = 
PIM_7817 
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MODULAR ADAPTER KITS 


L- Cet Global 


=> Connectivity 


RoHS _ 
Compliant 
Available 


~ 


SS 


2 


DB9 Female to RJ45 Jack 

@ 50u Gold plated contacts for durability and 
longevity 

@ UL94V-0 Rated Plastic for standards compliance 


DB9 Male to RJ45 Jack 


@ Adapt modular plugs to D-Sub ports for custom 
wiring applications 

@ Molded Dark Gray Plastic for professional looking 
results 


Molded modular to D-Sub adapters gives you an easy way to adapt connection styles. Designed with RJ style 
jacks and D-Sub connectors, this series offers UL94V-0 protection in a sleek dark gray case with molded knurled 
thumbscrews. 

No. of No. of Price Each 
Mfg. PartNo. | ConvertFrom | Positions | ConvertTo | Positions | Stock No. 1+ 

D Sub to RJ45 

@ RECO98M Plug 9 Receptacle 09J6863 18.30 

@ RECO98F Receptacle 9 Receptacle 81H5769 17.32 
PIM_110606 

TELCO/MODULAR ADAPTERS cs 

GGG 

Adapters allow the use of low-cost flexible telco —_=.  -_<S 
(telephone) wire instead of bulky RS-232 cable. ae 


Screw-together hoods with an RS-232 connector on 
one end and an RJ-11, RJ-12, or RJ-45 telephone 
jack on the other end. Telco cables and connectors 
are available separately; go online or call. 


Gepiin i 
iy ‘ompliant 
> Available 


No. of No. of Price Each 
Mfg. Part No. Convert From Positions Positions StockNo. | 1+ 

D Sub to RJ11 

@ 45-5121 Plug 25 4 14R4385 2.97 

D Sub to RJ12 

@ 45-5122 Plug 25 6 50F6447 1.18 

D Sub to RJ45 

@ 45-5110 Plug 9 8 64M1810 = 

@ 45-5123 Plug 25 8 50F6449 4.06 

@ 45-5113 Receptacle 9 8 50F6456 = 

@ 45-5117 Receptacle 15 8 64M1811 a3 
@ 45-5127 Receptacle 25 8 50F6450 4.31 
PIM_7452 

RIGHT-ANGLE PC BOARD D-SUB CONNECTORS multicomp 


RoHS _ 
Compliant 
Available 


Receptacle 


2-piece, glass-filled thermoplastic housing. Steel shell with tin plating. Brass alloy contacts with gold plating. 
Current rating: 5 A. Insulator resistance: 1000 MO at 500 VDC. 0.318" setback. Operating temperature range: 
-55°C to +105°C. 


Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-99+ 

Plug, Metal Body 

@ SPC15271 DA-15 Solder 79K4868 = 
@ SPC15315 DB-25 Solder 79K4909 RO? 
@ SPC15173 DC-37 Solder 79K4777 2.73 
@ SPC15394 DE-9 Solder 79K4977 6.39 
Receptacle, Metal Bod 

@ SPC15283 DA-15 Solder 79K4880 1.34 
@ SPC15340 DB-25 Solder 79K4932 14.65 
@ SPC15174 DC-37 Solder 79K4778 20.70 
@ SPC15383 DE-9 Solder 79K4966 6.39 
PIM_8872 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


RIGHT-ANGLE SNAP-IN PC BOARD 


Compl it © 
D-SUB CONNECTORS Seeteie multicomp 


i emt IL 


318" + 010° 
(8,08) (2.84) OH een 


Plug essbtacls : 0.318" Setback 0.590" Setback 
Steel shell with tin plating. PBT and glass-fiber reinforced, black insulator. Brass contacts with gold plating. 
Working voltage: 500 VDC. Dielectric strength: 1000 V for one minute. Current rating: 5 A. Insulation resistance: 
1000 MO @ 500 VDC. Operating temperature range: -50°C to +105°C. 
Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-99+ 
Plug, Metal Body, 0.318” Setback 
@ SPC15215 DA-15 Solder 79K4816 1.37 
@ SPC15409 DB-25 Solder 79K4991 14.65 
@ SPC15261 DC-37 Solder 79K4858 = 
@ SPC15412 DE-9 Solder 79K4994 1.40 
Plug, Metal Body, 0.590” Setback 
@ SPC15152 DA-15 Solder 79K4761 1.58 
@ SPC15217 DB-25 Solder 79K4818 oer 
@ SPC15196 DC-37 Solder 79K4799 1.65 
@ SPC15269 DE-9 Solder 79K4866 1.67 
Receptacle, Metal Body, 0.318” Setback 
@ SPC15281 DA-15 Solder 79K4878 1.40 
@ SPC15348 DB-25 Solder 79K4938 1.96 
@ SPC15325 DC-37 Solder 79K4917 a 
@ SPC15457 DE-9 Solder 79K5032 9.93 
Receptacle, Metal Body, 0.590” Setback 
@ SPC15123 DA-15 Solder 79K4740 a 
@ SPC15197 DB-25 Solder 79K4800 2.92 
@ SPC15126 DC-37 Solder 79K4743 26.84 
@ SPC15282 DE-9 Solder 79K4879 a 
PIM_8874 
HD SERIES PC BOARD DIP TYPE D-SUB @ 
CONNECTORS multicomp 


RoHS _ 
Compliant 
Available 


Plug Receptacle 


© Contact Spacing: 0.095 inches; Gold Over Nickel @ Insulator Resistance: 1000 MO @ 300 VDC 
Plated © Operating Temperature Range: -50°C to +100°C 
© Current Rating: 5A 


Glass fiber reinforced housing, rated UL 94V-0. Steel shell with tin plating. 


Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-49+ 
Plug, Metal Body 
@ SPC15353 DA-26 Solder 79K4943 3.37 
@ SPC15326 DB-44 Solder 79K4918 29.22 
@ SPC15240 DC-62 Solder 79K4838 4.42 
@ SPC15386 DD-78 Solder 79K4969 48.42 
@ SPC15402 DE-15 Solder 79K4984 den 
Receptacle, Metal Body 
@ SPC15300 DA-26 Solder 79K4894 2.12 
@ SPC15399 DB-44 Solder 79K4982 16.48 
@ SPC15169 DC-62 Solder 79K4773 2.95 
@ SPC15351 DD-78 Solder 79K4941 6.04 
@ SPC15408 DE-15 Solder 79K4990 7.76 
PIM_8870 
PC BOARD D-SUB CONNECTORS multicomp 


RoHS 
Z Compliant 
Available 
Receptacle 


Plug, Back View 
Thermoplastic connectors intermate with corresponding contact types. 2-piece, glass-filled housing. Steel shell 
with tin plating. Brass contacts with gold-over-nickel plating. Current rating: 5 A. Insulation resistance: 1000 
MO. Dielectric strength: 1kV for one minute. Working voltage: 500 VDC. Operating temperature range: -50°C 
to +105°C at 500 VDC. 


Plug 


> CONTINUED > 
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CONNECTORS & ACCESSORIES 
UB — PC BOARD MOUNT CONNECTORS 


PC BOARD D-SUB CONNECTORS (CONT.) 


Shell Termination Price Each 

Mfg. Part No. Size Type Stock No. 1-49+ 
Plug, Metal Body 
@ SPC15347 DA-15 Solder 79K4937 10.68 
@ SPC15426 DB-25 Solder 79K5006 alilerae 
@ SPC15413 DC-37 Solder 79K4995, 4.06 
@ SPC15343 DD-50 Solder 79K4934 25.48 
@ SPC15444 DE-9 Solder 79K5021 1.12 
Receptacle, Metal Body 
@ SPC15355 DA-15 Solder 79K4945 2.31 
@ SPC15439 DB-25 Solder 79K5019 13.38 
@ SPC15368 DC-37 Solder 79K4954 2.51 
@ SPC15379 DD-50 Solder 79K4963 4.12 
@ SPC15463 DE-9 Solder 79K5037 9.07 
PIM_8873 
MULTICOMP BRAND HD SERIES RIGHT-ANGLE @ 
PC BOARD D-SUB CONNECTORS multicomp 


RoHS 
Compliant 
Available 


Plug 
© Working Voltage: 300 VDC 


Receptacle 
@ Insulator Resistance: 1000 MO at 500 VDC 


® Dielectric Strength: 1 kV for 1 Minute © Operating Tempature Range: -50°C to +100°C 
© Current Rating: 5A 
Glass fiber reinforced housing. Tin-plated steel shell. Brass contacts with gold flash over nickel plating. For mfg. 
part. no. SPC15436 , current rating is 2 A and the insulator resistance is 5000 MO at 500 VDC. 
Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-99+ 
Plug, Metal Body 
@ SPC15237 DA-26 Solder 79K4836 10.114 
@ SPC15370 DD-78 Solder 79K4955 71.00 
@ SPC15254 DE-15 Solder 79K4851 0.98 
Receptacle, Metal Body 
@ SPC15293 DA-26 Solder 79K4888 8.92 
@ SPC15324 DB-44 Solder 79K4916 14.09 
@ SPC15436 DD-78 Solder 79K5016 = 
@ SPC15430 DE-15 Solder 79K5010 0.96 
PIM_8871 


NORCOMP SEAL-D® IP-67 


STANDARD AND HIGH Density cecezeist KNORCOMP 


CONNECTORS 


© Current Rating: 5A 

® Voltage: S00VAC for SEAM —ID® 
1 Minute 

© Temperature: -50°C to +100°C 


© Shell Material: Steel 
© Shell Plating: Nickel 
© Contact Material: Brass 
® Contact Plating: Gold 


Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-9+ 
Plug, Steel Body, DIP Solder 
@ 772-E15-113R001 DA-15 Solder 93X9675 7.51 
@ 772-E25-113R001 DB-25 Solder 93X9679 9.68 
@ 772-E09-113R001 DE-9 Solder 93X9670 6.64 
Plug, Steel Body, High Density, DIP Cup 
@ 780-M26-113R001 DA-26 Solder 93X9687 10.44 
@ 780-M44-113R001 DB-44 Solder 93X9691 14.10 
@ 780-M15-113R001 DE-15 Solder 93X9683 7.81 
Plug, Steel Body, High Density, Right-Angle, DIP Solder with 4-40 Boardside Insert 
@ 781-M26-113R141 DA-26 Solder 93X9695 14.39 
@ 781-M44-113R141 DB-44 Solder 93X9696 19.33 
@ 781-M15-113R141 DE-15 Solder 93X9694 10.46 
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D-SUB — PC BOARD MOUNT CONNECTORS 


NORCOMP SEAL-D® IP-67 STANDARD AND HIGH DENSITY CONNECTORS MSERIES COMBO POWER D-SUB CONNECTORS (CONT.) 


(CONT.) Insert Termination Price Each 
Shell Termination | Price Each Mfg. Part No. Argmt. Type Stock No. 1-9+ 
Mfg. Part No. Size Type Stock No. 1-9+ Receptacle - Steel Body 
Plug, Steel Body, High Density, Solder Cup @ 680M7W2203L401 DA-7W2 Solder 94X3550 11.69 
@ 780-M26-103L001 DA-26 Solder 93X9686 9.69 @ 681M7W2203L001 DA-7W2 ThroughHole 94X3621 9.58 
@ 780-M44-103L001 DB-44 Solder 93X9690 13.01 @ 680M13W3203L401 DB-13W3 Solder 94X3514 11.40 
@ 780-M15-103L001 DE-15 Solder 93X9682 7.19 @ 681M13W3203L001 DB-13W3 ThroughHole 94X3603 = 
Plug, Steel Body, Solder Cup @ 680M17W2203L401 DB-17W2 Solder 94X3522 11.52 
@ 772-E15-103R001 DA-15 Solder 93X9674 8.16 @ 681M17W2203L001 DB-17W2 ThroughHole 94X3607 11.08 
@ 772-E25-103R001 DB-25 Solder 93X9678 10.09 @ 680M21W1203L401 DB-21W1 Solder 94X3530 11.25 
@ 772-E09-103R001 DE-9 Solder 93X9669 6.43 @ 681M21W1203L001 DB-21W1 ThroughHole 94X3611 41.31 
Receptacle, Steel Body, DIP Solder @ 680M5W5203L401 DB-5W5 Solder 94X3546 11.74 
@ 772-E15-213R001 DA-15 Solder 93X9677 9.77 @ 681M5W5203L001 DB-5W5 ThroughHole 94X3619 ARZ5: 
@ 772-E25-213R001 DB-25 Solder 93X9681 12.77 @ 680M9W4203L401 DB-9W4 Solder 94X3554 12.60 
@ 772-E09-213R001 DE-9 Solder 93X9672 7.95 @ 681M9W4203L001 DB-9W4 ThroughHole 94X3623 — 
Receptacle, Steel Body, DIP Solder with Clinch Nut @ 680M21WA4SL401 DC-21WA4 Solder 94X3526 = 
@ 772-E09-213R011 DE-9 Solder 93X9673 9.08 @ 681M21WA4SL001 DC-21WA4 ThroughHole 94X3609 16.20 
Receptacle, Steel Body, High Density, DIP Cup @ 680M5W1203L401 DE-5W1 Solder 94X3542 0.47 
@ 780-M26-213R001 DA-26 Solder 93X9689 13.30 @ 681M5W1203L001 DE-5W1 ThroughHole 94X3617 0.46 
@ 780-M44-213R001 DB-44 Solder 93X9693 19.28 PIM.5410121 
@ 780-M15-213R001 DE-15 Solder 93X9685 9.88 _ 
Receptacle, Steel Body, High Density, Solder Cup i 
Perit DADE Salar EaKUGE 750i AMPLIMITE 0.050” SERIES IIl HEADERS 
© 780-M44-203L001 DB-44 Solder 93X9692 17.31 = ce ore 
© 780-M15-203L.001 DE-15 Solder 93X9684 10.11 ee {AUTHORIZED DISTRIBUTOR 
Receptacle, Steel Body, Solder Cup I, ae 
@ 772-E15-203R001 DA-15 Solder 93X9676 12.36 ——- va Gop tinaian 
@ 772-E25-203R001 DB-25 Solder 93X9680 = Available 
@ 772-E09-203R001 DE-9 Solder 93X9671 8.58 ° Shielded @ Thermoplastic Housing, Flammability Rated 
@ Mating Connector Lock UL94V-0 
PIM_5465555 © Full Steel Shell © Phosphor Bronze Contacts 
——————— ———— ————————  —S——wmMaa a a a ea Perfect for network and transmission/switching applications. 
M SERIES COMBO POWER D-SUB Shell Termination Price Each 
CONNECTORS Kal NORCOMP Mfg. Part No. Size Type Stock No. 1-24+ 
SBior ‘ai Plug, Plastic Body, Vertical, 0.122” Solder Posts 
Available © 5173280-3 50 Solder 42K8679 3.58 
Plug, Steel Body, Vertical, 0.122” Solder Posts 
@ 2-5174339-5 68 Solder 46M4265 25.37 
Receptacle, Steel Body, Right-Angle, 0.100” Tails 
@ 5787169-9 100 Solder 42K7572 13.95 
@ 5787169-7 68 Through Hole 16M3378 8.56 
© Shell Plating: Nickel © Contacts Material: Machined Copper Alloy Receptacle, Steel Body, Right-Angle, with Boardlocks, 0.100” Tails 
@ Insulator: Glass-Filled Thermoplastic, U.L.94V-O,  @ Contact Plating: Full Gold Flash @ 5787170-9 100 Solder 42K7574 28.55 
Black © Current Rating: 40A @ 5787170-4 40 Solder 53K4167 gs 
Insert Termination |PriceEach = @ 5787170-7 68 Solder 42K7573 8.02 
Mfg. Part No. Argmt. Type Stock No. 1-9+ Receptacle, Steel Body, Right-Angle, with Boardlocks, 0.120” Tails 
Plug - Steel Body @ 5787362-7 68 Solder 42K7580 11.76 
© 680M11W1103L401 DA-11W1 Solder 94X3508 8.93 Receptacle, Steel Body, Right-Angle, with Latch Blocks, 0.100” Tails 
@ 681M11W1103L001 DA-11W1 hroughHole 94X3600 0.53 @ 5787394-7 68 Solder 19R3311 8.46 
© 680M3W3103L401 DA-3W3 Solder 94X3536 = Receptacle, Steel Body, Right-Angle, with Latch Blocks, with Boardlocks, 0.100” Tails 
© 681M3W3103L001 DA-3W3 hroughHole 94X3614 = @ 5787082-5 50 Through Hole 24K3662 5.84 
© 680M3W3K103L401 DA-3W3K Solder 94X3532 8.14 “e57870827~«~C*«‘“X!S:*é*C‘<C ’;:*C‘“R”#S!*#«SSolder”~=~=~S=*~Yté~Cté‘«‘éwKOGSC*é‘(‘@;=*C‘«é; A 
© 681M3W3K103L001 DA-3W3K hroughHole 94X3612 3.90 Receptacle, Steel Body, Right Angle, with Rails & Latch Blocks, 0.100” Tails 
@ 680M7W2103L401 DA-7W2 Solder 94X3548 = ©5787190-7 68 Solder 76M3380 GLE 
@ 681M7W2103L001 DA-7W2 hroughHole 94X3620 8.40 Receptacle, Steel Body, Right Angle with Boardlocks, 0.100” Tails 
@ 680M13W3103L401 DB-13W3 Solder 94X3512 = @ 1761028-5 100 Solder 412R3363 aS 
© 681M13W3103L001 DB-13W3 hroughHole 94X3602 10.45 @ 1761028-1 26 Solder 70K9609 9.15 
@ 680M17W2103L401 DB-17W2 Solder 94X3520 = @ 1761028-4 68 Solder 16M2781 fas 
@ 681M17W2103L001 DB-17W2 hroughHole 94X3606 10.06 @ 1761028-3 DD-50 Solder 67K2704 = 
© 680M21W1103L401 DB-21W1 Solder 94X3528 10.85 Receptacle, Steel Body, Vertical, 0.125” Tails 
@ 681M21W1103L001 DB-21W1 hroughHole 94X3610 10.47 “57490709 | +100 +#+| + &%Soder | i 42K7514 +») «+1939 
@ 680M5W5103L401 DB-5W5 Solder 94X3544 11.31 @ 5749070-5 50 Solder 42K7512 13.47 
@ 681M5W5103L001 DB-5W5 hroughHole 94X3618 10.95 @ 5749070-7 68 Solder 42K7513 15.27 
@ 680M9W4103L401 DB-9W4 Solder 94X3552 = Receptacle, Steel Body, Vertical, with Rails & Latch Blocks, 0.125” Tails 
© 681M9W4103L001 DB-ow4 hroughHole 94X3622 10.97 © 5749069.2 26 Solder 42K7510 8.42 
© 680M21WA4PL401 DC-21WA4 Solder 94X3524 14.96 © 5749069-5 50 Solder 10M8517 = 
@ 681M21WA4PL001 DC-21WA4 hroughHole 94X3608 — @ 5749069-7 68 Solder 42K7511 = 
@ 680M5W1103L401 DE-5W1 Solder 94X3540 6.98 Receptacle, Steel Body, Vertical with Action Pins, 0.173” Tails 
@ 681M5W1103L001 DE-5W1 hroughHole 94X3616 6.96 © 5786555-7 68 Solder 42K7564 14.85 
Receptacle - Steel Body Receptacle, Steel Body, Vertical with Action Pins, Rails & Latch Blocks, 0.173” Tails 
© 680M11W1203L401 DA-11W1 Solder 94X3510 9.01 © 5786554-7 68 Solder 42K7561 PTS) 
@ 681M11W1203L001 DA-11W1 hroughHole 94X3601 8.99 Receptacle, Steel Body, Vertical with Latch Blocks, 0.125” Tails 
@ 680M3W3203L401 DA-3W3 Solder 94X3538 9.37 @ 5749721-7 68 Solder 42K7535 10.39 
© 681M3W3203L001 DA-3W3 hroughHole 94X3615 9.28 © 57497215 DD-50 Solder 42K7534 = 
@ 680M3W3K203L401 DA-3W3K Solder 94X3534 9.37 PIM. 40971 
@ 681M3W3K203L001 DA-3W3K hroughHole 94X3613 9.28 
> CONTINUED > 
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AMPLIMITE HD-22 METAL-SHELL RIGHT-ANGLE PC BOARD 

D-SUB CONNECTORS 

© Tin-Plated Steel Front Metal Shell 

@ Black Thermoplastic Housing, 
Rated UL94V-0 

© 0.350" Footprint 

@ Boardlock Mounting Hardware 

@ UL Recognized, CSA Certified 

Right-angle PC board 


= 7E 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


D-sub 


CONNECTORS & ACCESSORIES 


UB — PC BOARD MOUNT CONNECTORS 


AMPLIMITE HD-20 RIGHT ANGLE PC MOUNT D-SUB CONNECTORS (CONT.) 


Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-9+ 
Plug, Metal Body 
@ 5747842-5 DB-25 Solder 20M3481 7.93 


Plug, Metal Body, Front Metal, Tin-Plated Shell — .0.318" (8.08mm) Mount Connectors With 
Fixed Female Screwlocks And Boardlocks - High Temp Housings 


connectors feature phosphor bronze pe Deseo Solder AENISOE — 
posted contacts finished with gold on @ 5788793-1 DE-9 Solder 42K7590 4.79 
mating end, tin-lead on termination Plug, Metal Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors With 
end, and nickel underplated overall. Fixed Female Screwlocks And Boardlocks 
Available with threaded inserts or fixed female screwlocks. © 5747841-6 DA-15 Solder 42K7473 5.39 
Shell Termination |PriceEach = “9 57478436 DC-37 Solder 42K8805 9.25 
Mfg. Part No. Size Type Sfack No. 1-9+ © 57478406 DE-9 Solder 42K7472 3.96 
Plug, Metal Body, 4-40 UNC Female Screwlocks with Boardlocks, 30” Gold Plug, Metal Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors With 
@ 5749768-1 DE-15 Solder 16M3548 = Fixed Female Screwlocks And Without Boardlocks 
Plug, Metal Body, 4-40 UNC Threaded Insert with Boardlocks, 301” Gold @ 5747236-6 DA-15 Solder 42K8788 10.54 
@ 5749769-1 DA-26 Solder 16M4040 _ © 5747238-6 DB-25 Solder 1613349 18.35 
© 5749771-1 DB-44 Solder 42K7536 = © 5747250-6 DE-9 Solder 42K8789 4.38 
© 5749639-1 DC-62 Solder 16M4039 = Plug, Metal Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors With 
@ 5749767-1 DE-15 Solder 12M6146 ez Standard Mounting Holes And Boardlocks 
Receptacle, Metal Body, 4-40 UNC Female Screwlocks with Boardlocks, 15y” Gold @ 5747842-2 DB-25 Solder 42Kr4ard 56t 
@ 1734344-5 DE-15 Solder 96K3317 1.35 @ 5747840-2 DE-9 Solder 89K0408 0.78 
Receptacle, Metal Body, 4-40 UNC Female Screwlocks with Boardlocks, 30y” Gold Plug, Metal Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors With 
© 5748481.6 DA26 Solder 42K7497 3.96 Standard Mounting Holes And Without Boardlocks 
Receptacle, Metal Body, 4-40 UNC Threaded Insert with Boardlocks, 30” Gold Biase DAIS Solder 7 ite ae 
©:5748480-5 DB-44 Solder 42K7498 _ lhe aa sph el eat Shell — 0.318" (8.08mm) Mount Connectors With 
© 5748394-5 DC-62 Selde tSNNOSS ica © 57478414 DA-15 Solder 37K7193 5.13 
© 5748483-5 DD-78 Solder CHASE) = © 5747841-3 DA15 Solder 42K8802 3.43 
Receptacle, Metal Body, 4-40 UNC Threaded Insert with Boardlocks, Gold Flash © 5747842-4 DB-25 Solder 42K7475 714 
© 17343441 DESa aad Sanco i © 5747842-3 DB-25 Solder 42K8803 Zz 
Receptacle, Plastic Body, 4-40 UNC Threaded Insert with Boardlocks, 30” Gold © 5747840-4 DE-9 Solder 42K7471 3.20 
@ 1-1734530-1 DE-15 Solder 73M8538 — © 57478403 DE-9 Solder 42K7470 1.62 


PIM_8163 


AMPLIMITE HD-22 FRONT METAL-SHELL STRAIGHT 
POSTED D-SUB I/O CONNECTORS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 
© UL Recognized, CSA Certified Sein 


Compliant 
Available 


PC boardmount, straight, subminiature D connectors with 4-40 threaded inserts. Brass pin and phosphor bronze 


© Tin-Plated Steel Front Metal-Shells for EMI/RFI 
Shielding 
@ Black Thermoplastic Housing, Rated UL 94-0 


Plug, Metal Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors With 
Threaded Inserts And Boardlocks - High Temp Housings 


@ 5788794-1 DB-25 Solder 42K7591 3.04 
@ 5788792-1 DE-9 Solder 42K7588 -—- 
@ 5788792-2 DE-9 Solder 42K7589 1.65 


Plug, Metal Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors With 
Threaded Inserts And Without Boardlocks 


@ 5747236-4 DA-15 Solder 42K8787 5.99 
@ 5747252-4 DC-37 Solder 42K8790 8.71 
@ 5747250-4 DE-9 Solder 42K7444 3.47 
@ 5747250-3 DE-9 Solder 42K7443 = 


socket contacts are 30” gold duplex-plated on the mating end and tin-lead plated on the termination end, with Plug, Metal Body, Front Metal, Tin-Plated Shell — 0.590" (14.99mm) Mount Connectors With 
nickel plating underall. PC tail: 0.125” (3.18). Female Screwlocks And Boardlocks 
Shell Termination Price Each @ 5747834-4 DB-25 Solder 42K8794 8.49 
Mfg. Part No. Size Type Stock No. 1-24+ © 5747832-4 DE-9 Solder 42K8792 5.37 
Plug, Metal Body, Straight Plug, Metal Body, Front Metal, Tin-Plated Shell — 0.590" (14.99mm) Mount Connectors With 
@ 5749798-1 DE-15 Solder 16M3375 a Threaded Inserts And Without Boardlocks 
Receptacle, Metal Body, Right-Angle @ 5745994-4 DB-25 Solder 16M3343 16.56 
@ 1-1734530-3 DA-15 Solder 163852 Be Plug, Metal Body, Full Metal, Tin-Plated Shell — 0.454" (11.53mm) Mount Connectors With 
Receptacle, Metal Body, Right-Angle with Mating Connector Lock Mounting Screws Without Boardlocks 
@ 1734530-3 DA-15 Solder 16M3874 = © 5745436-3 DB-25 Solder 12P8846 22.54 
Receptacle, Metal Body, Straight © 5745434-8 DES Solder 42K7399 138 
@ 5749030-1 DA-26 Solder 84K7584 = Flug, Metal Ot Od ai eri — 0.545" (13.84mm) Mount Connectors With 
al wed a SS = © 5747497-4 DD-50 Solder 42K7466 25.62 
eon! © 5747197-4 DE-9 Solder 13P0584 = 


AMPLIMITE HD-20 RIGHT ANGLE PC MOUNT D-SUB 
CONNECTORS 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


Right-Angle Plug 


Right-Angle Receptacle 
@ Tin-Lead Plating Over Nickel on Termination End 


PC board mount connectors available in right-angle or straight versions. Brass pin and phosphor bronze socket 
contacts are duplex-plated on mating end with 30” gold or gold flash. 


@ Thermoplastic Housing, Rated UL94V-0 


> CONTINUED > 


1.800.463.9275 © newark.com 


Plug, Metal Body, Full Metal, Tin-Plated Shell — 0.545" (13.84mm) Mount Connectors With 
Mounting Screws Without Boardlocks 


@ 5745352-4 DA-15 Solder 99M1032 -— 
@ 5745355-4 DD-50 Solder 42K7392 49.75 


Plug, Steel Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors With 
Fixed Female Screwlocks And Boardlocks 


@ 5747842-6 DB-25 Through Hole 24K3848 = 
@ 5747840-5 DE-9 Through Hole 42K8800 4.01 


Plug, Steel Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors With 
Standard Mounting Holes And Without Boardlocks 


@ 5747238-2 DB-25 Through Hole 42K7441 4.59 
Plug, Steel Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors With 

Threaded Inserts And Boardlocks 
@ 5747843-4 DC-37 Solder 42K8804 4.40 


Plug, Steel Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors With 
Threaded Inserts And Without Boardlocks 


@ 5747238-4 DB-25 Solder 42K7442 2.67 
Receptacle, Metal Body 
@ 5747193-2 DD-50 Solder 42K7440 eS 

> CONTINUED > 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 
D-SUB — PC BOARD MOUNT CONNECTORS 


AMPLIMITE HD-20 RIGHT ANGLE PC MOUNT D-SUB CONNECTORS (CONT.) =©AMPLIMITE HD-20 RIGHT ANGLE PC MOUNT D-SUB CONNECTORS (CONT.) 


Shell Termination | Price Each_ Shell Termination | Price Each 
Mfg. Part No. Size Type Stock No. 1-9+ Mfg. Part No. Size Type Stock No. 1-9+ 
Receptacle, Metal Body, Amplimite 2000 Front Metal, Tin-Plated Shell —0.318" (8.08mm) Receptacle, Steel Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors 
Mount With Fixed Female Screwlocks And Boardlocks With Fixed Female Screwlocks And Boardlocks 
@ 1734349-1 DB-25 Solder 73K1614 _ @ 5747844-6 DE-9 Solder 24K3845 a 
@ 1734354-1 DE-9 Solder 16M2768 = Receptacle, Steel Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors 
@ 1734354-2 DE-9 Solder 60M5285 = With Threaded Inserts And Without Boardlocks 
Receptacle, Metal Body, Amplimite 2000 Front Metal, Tin-Plated Shell —0.318" (8.08mm) © 5745783-4 DB-25 Solder 42K7406 4.86 
Mount With Threaded Inserts And Boardlocks PIM_8036 
@ 1734355-1 DA-15 Solder 16M3873 ae 
- DB-25 Sold 16M2766 ee 
ee = AMPLIMITE HD-20 STRAIGHT POSTED D-SUB 
Receptacle, Metal Body, Front Metal, Tin-Plated Shell — .0.318" (8.08mm) Mount Connectors CONNECTORS 
With Fixed Female Screwlocks And Boardlocks - High Temp Housings 
@ 5788801-1 DB-25 Solder 42K7601 ze 
@ 5788797-1 DE-9 Solder 42K7596 = aaa 
Receptacle, Metal Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors Geptinaian 
With Fixed Female Screwlocks And Boardlocks Available 
@ 5747845-6 DA-15 Solder 42K7482 = AY G 
! DA-15 Sold 42K7481 
@ 57478455 oer en) © Front Metal Shells for EMI/RFI Shielding © UL Recognized, CSA Certified 
© 5747846-6 DB-25 Solder 24K3849 8.78 © Thermoplastic Housing 
@ 5747846-5 DB-25 Solder 42K7486 — Board mount, straight subminiature D connectors. Brass pin and phosphor bronze socket contacts are duplex 
@ 5747847-6 DC-37 Solder 42K8806 9.54 pai : na ae Sek bel . be Sticharrtaent . a nee Me end with sas bs 
underplated nickel. ermoplastic housing rate UL U,, post tall length Is recommended tor boar 
osrared45 | DE] Solder | KAT | thickness of 0.062” - 0.093” max. 0.170” and 0.188” post tail length is recommended for board thickness of 
Receptacle, Metal Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors 0.093” - 0.125” max. 
With Fixed Female Screwlocks And Without Boardlocks Shall Taranal Price Each 
e| ermination 
@ 5745783-6 DB-25 Solder 42K8782 5.36 Mfg. Part No. Size Type Stock No. [7ere | 
© 5745783-5 DB-25 Solder 42K7407 oe Plug, Metal Body, Front Metal Shell, Straight Posted Connectors With Action Pin Contacts - 
@ 5745784-6 DC-37 Solder 16M3338 13.30 With Fixed Female Screwlocks 
@ 5745781-6 DE-9 Solder 42K8779 = @ 5748146-6 DB-25 Solder 16M3357 22.27 
Receptacle, Metal Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors Plug, Metal Body, Front Metal Shell, Straight Posted Connectors With Action Pin Contacts - 
With Standard Mounting Holes And Boardlocks With Threaded Inserts 
@ 5747846-2 DB-25 Solder 42K7483 6.20 @ 5786830-1 DE-9 Solder 07R7931 14.19 
@ 5747844-2 DE-9 Solder 42K7476 — Plug, Metal Body, Front Metal Shell Straight Posted Connectors - With 4-40 Threaded Inserts 
Receptacle, Metal Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors @ 5747872-8 DA-15 Solder 83K3130 es 
With Standard Mounting Holes And Without Boardlocks © 5745968-8 DB-25 Solder 42K7419 on 
@ 5745782-2 DA-15 Solder 16M4028 5.38 @ 5745968-7 DB-25 Solder 42K7418 a 
@ 5745783-2 DB-25 Solder 16M4029 9.47 @ 5747375-8 DC-37 Solder 16M3354 12.70 
© 5745781-2 DE-9 Solder eit TST Plug, Metal Body, Front Metal Shell Straight Posted Connectors - With Fixed Female 
Receptacle, Metal Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors Screwlocks 
With Threaded Inserts And Boardlocks @ 1-5747872-6 DA-15 Solder 42K6549 771 
@ 5747845-4 DA-15 Solder 42K7480 5.80 @ 1-5745968-4 DB-25 Solder 42K6538 10.19 
© 5747845-3 DA-15 pauer CR = © 1-5745968-6 DB-25 Solder 22K6539 = 
@ 57478464 pb:25 solder Gees 4.74 © 1-5745968-3 DB-25 Solder 48M6130 6.77 
© 5747846-3 pE2S Soler CoN) Sad © 1-5747871-3 DES Solder 42K6547 524 
@S747HMTA Dest Soldet eeKr a8 9.46 © 1-5747871-4 DE-9 Solder 42K8646 6.16 
@5 7478443 pew Soler CEU 3.60 © 1-5747871-6 DES Solder 22K6548 = 
@ 5747844-4 DE-9 Solder BAKGO58 3.84 Plug, Metal Body, Front Metal Shell Straight Posted Connectors - With Pcb Retention 4-40 
Receptacle, Metal Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors Screwlocks 
With Threaded Inserts And Boardlocks - High Temp Housings © 5748026-1 DA-15 Solder 42K7492 248 
@ 5788796-1 DE-9 Solder 42K7593 2.70 @ 5748027-1 DB-25 Solder 42K7493 9.91 
@ 5788796-3 DE-9 Solder 42K7595 4.00 @ 5787686-1 DC-37 Solder 30M9517 12.74 
Receptacle, Metal Body, Front Metal, Tin-Plated Shell — 0.318" (8.08mm) Mount Connectors 7 Wi fa AS 
With Threaded Inserts And Without Boardlocks Plug, Metal Body, Front Metal Shell Straight Posted Connectors - With Pcb Retention 4-40 
@ 5745782-4 DA-15 Solder 42K7405 3.60 @ 2-5747704-0 DB-25 Solder 42K6822 i 
@ 5745783-3 DB-25 Solder 42K8781 4.47 @ 2-5748003-0 DE-9 Solder 42K6828 3.53 
© 5745784-4 DC-37 Solder e2Ko Tes 7.62 Plug, Metal Body, Front Metal Shell Straight Posted Connectors - With Standard Mounting 
@ 5745781-4 DE-9 Solder 42K7404 3.65 Holes 
@ 5745781-3 DE-9 Solder 42K7403 — @ 5747872-4 DA-15 Solder 42K7489 5.56 
Receptacle, Metal Body, Front Metal, Tin-Plated Shell — 0.590" (14.99mm) Mount Connectors @ 5745968-2 DB-25 Solder 42K7416 10.76 
With Female Screwlocks And Boardlocks © 5745968-4 DB-25 Solder 42K7417 9.50 
@ 5747837-4 DA-15 Solder CA 4.80 © 5747375-2 DC-37 Solder 42K7448 14.60 
@ 5747838-4 DB-25 Solder 42K8799 5.42 @ 5747871-2 DE-9 Solder 42K7488 = 
@ 5747836-4 DE-9 Solder 42K8795 6.71 @ 5747871-4 DE-9 Solder 46P5107 5.80 
© 5747836-6 DE-9 Solder B2KSING 9.66 Plug, Metal Body, Full Metal Shell Straight Posted Connectors - With 0.120” (3.05mm) 
Receptacle, Metal Body, Front Metal, Tin-Plated Shell — 0.590" (14.99mm) Mount Connectors Mounting Holes 
With Threaded Inserts And Without Boardlocks © 5745413-1 DC-37 Solder 16M13328 19.30 
@ 5745984-4 DA-15 Solder 42M9873 11.95 © 57454144 DD-50 Solder 416M3329 = 
@ 5745988-4 DE-9 Solder 42K7420 12.43 @ 5745410-1 DE-9 Solder 42K7396 8.67 
Receptacle, Metal Body, Full Metal, Tin-Plated Shell — 0.545" (13.84mm) Mount Connectors © 5745410-7 DE-9 Solder 42K7397 12.24 
With Female Screwlocks Without Boardlocks DES Sod Aa - 
© 5745636-2 DB-25 Solder 42K7402 32.63 eae 5 Fur lal She SwaightB sc = With Clinch Nat LN 
© 5747193-1 DD-50 Solder 42K7439 33.55 se Oey Fe 7 5 traight Poste 5 creates al — eS 
Receptacle, Metal Body, Full Metal, Tin-Plated Shell — 0.545" (13.84mm) Mount Connectors = - - ia - Sy 
With Mounting Screws Without Boardlocks Plug, Steel Body, Front Metal Shell Straight Posted Connectors - With 4-40 Threaded Inserts 
@ 5745114-2 DB-25 Solder 52M9455 25.16 @ 5747871-8 DE-9 Through Hole 42K8807 7.54 
@ 5745116-2 DD-50 Solder 42K7379 34.73 
@ 5745116-1 DD-50 Solder 97M4715 37.95 
@ 5745112-2 DE-9 Solder 83K8900 14.93 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 
UB — PC BOARD MOUNT CONNECTORS 


AMPLIMITE HD-20 STRAIGHT POSTED D-SUB CONNECTORS (CONT.) AMPLIMITE HD-20 ALL PLASTIC D-SUB Geptimoian 
f = 
Shell Termination Price Each CONNECTORS Avaliable 7 —¥ TE 
Mfg. Part No. Size Type Stock No. 1-24+ saree! 
Receptacle, Metal Body ‘AUTHORIZED DISTRIBUTOR 
@ 5745187-1 DB-25 Solder 42K7388 18.77 
@ 2-5747709-0 DC-37 Solder 42K6827 nae 
@ 5745183-2 DE-9 Solder 42K7384 ae 
Receptacle, Metal Body, Front Metal Shell, Straight Posted Connectors With Action Pin 
Contacts - With Fixed Female Screwlocks 
© 5745928-2 DB-26 = Solder | eekiale : : 13.23 @ Easy application without special application tools © Shield crimp provides strain relief 
Receptacle, Metal Body, Front Metal Shell, Straight Posted Connectors With Action Pin © Shields offer full EMI shielding and ESD insulation  @ Shields may be post moulded or covered with 
Contacts - With Threaded Inserts © Crimped shield termination for low impedance enclosures 
@ 5747144-2 DD-50 Solder 19R3060 37.74 The AMPLIMITE HD-20 series Solder-cup D-sub Connectors with phosphor bronze duplex plated contacts with 
@ 5747090-2 DE-9 Solder 42K7430 4.98 gold flash on mating end, tin on solder cup with entire contact nickel under-plated, thermoplastic inserts and 
5 : : steel, tin or zinc plated shell. These connectors are two-piece UL94V-0 rated plastic insert with anti-solderwicking 
ip aaa Metal Body, Front Metal Shell Straight Posted Connectors - With 4-40 Threaded contact design and they are Intermateable with other subminiature D connectors. 
inserts 
© 5747209-8 DA-15 Solder 42KTA45 = Shell Termination iericelEach 
(© 5747299-7 DA-15 Solder 71M0340 3.78 ay Fane: ae i SEEK No. is 
@ 157450670 B25 Solder 72K6535 ae Hees aiecrdeke © Straight Posted Connectors - With 0.120” (3.05mm) Mounting 
@ 5745967-8 DB-25 Solder 42K7415 12.47 @ 5208006-2 DE-9 Through Hole 42K7088 612 
© 5745967-7 DB-25 Solder 42K8785 = Plug, Plastic Body, 0.318” (8.08mm) Mount Right Angle Posted Connectors - With Threaded 
@ 5747301-8 DC-37 Solder 16M1980 15.16 Inserts, With Boardlocks 
@ 5747150-7 DE-9 Solder 42K7435 3.79 @ 5748904-1 DA-15 Solder 06M4955 16.22 
@ 5747150-9 DE-9 Solder 42K7436 4.63 Plug, Plastic Body, 0.318" (8.08mm) Mount Right Angle Posted Connectors - With Threaded 
Receptacle, Metal Body, Front Metal Shell Straight Posted Connectors - With Fixed Female Inserts, Without Boardlocks 
Screwlocks @ 5748865-3 DB-25 Solder 19R3086 9.34 
@ 1-5747299-4 DA-15 Solder 42K6543 6.75 Plug, Plastic Body, 0.590” (14.99mm) Mount Right Angle Posted Connectors - With Fixed 
@ 1-5747299-6 DA-15 Solder 42K6544 = Female Screwlocks, Without Boardlocks 
© 1-5745967-6 DB-25 Solder 42K6537 7.93 © 57489521 Dip Sone seks 24.98 
@ 157473016 DC-37 Solder 42K6546 26.19 Plug, Plastic Body, 0.590" (14.99mm) Mount Right Angle Posted Connectors - With 0.125 
= (3.18) Mounting Holes, Without Boardlocks 
eres wil — a Le © 57474702 DC-37 Solder 42K7465 16.49 
ollie lai need a ae cus © 5747467-1 DE Solder 42K7462 580 
- -( DE-9 Sold 42K6542 : FI 5 5 +7 
S15411500 — pid) Plug, Plastic Body, Straight Posted Connectors - With 0.120” (3.05mm) Mounting Holes, With 
@ 1-5747150-3 DE-9 Solder 42K6540 — Boardlocks 
Receptacle, Metal Body, Front Metal Shell Straight Posted Connectors - With Pcb Retention @ 5208007-2 DA-15 Solder 42K7089 oe 
4-40 Screwlocks @ 5208008-1 DB-25 Solder 19R1546 6.20 
@ 5787683-1 DA-15 Solder 42K7583 11.40 © 5208009-1 DC-37 Solder 42K7091 11.51 
. ate —- = = ee = © 5208006-1 DE Solder 19R1545 3.79 
. aA = fF = = ORTEAG — Plug, Plastic Body, Straight Posted Connectors - With Threaded Inserts, With Boardlocks 
= - : = @ 5745051-1 DE-9 Solder 19R2999 7.34 
ne ra Body, Front Metal Shell Straight Posted Connectors - With Pcb Retention Plug, Plastic Body, Straight Posted Plugs Connectors - With Fixed Female Screwlocks, With 
: reade y ’ ’ 
Boardlocks 
@ 2.5747708-0 DB-25 Solder ezkbs26 = © 5745072-4 DA-15 Solder 07R7926 11.93 
eesreTe bes coli aZkGbZs 2 © 5745073-1 DB-25 Solder 42K7370 8.77 
Receptacle, Metal Body, Front Metal Shell Straight Posted Connectors - With Standard © 57450744 DC-37 Sold 79R3008 
Mounting Holes . aia! 20.40 
© 5745967-2 DB-25 Solder 42K7413 8.35 @ 5745071-1 DE-9 Solder 42K7367 5.43 
© 5745967-4 DB-25 Solder 42K7414 8.77 @5745071-2 DE? Solder BZKT68 = 
@ 5747301-2 DC-37 Solder 42K7446 = @ 5745071-4 DE-9 Solder 42K7369 = 
© 5747150-2 DE-9 Solder 42K7434 3.23 Receptacle, Nylon (Polyamide), Glass Filled, PET (Polyester) Body 
© 5747150-4 DE-9 Solder 16M3346 3.34 @ 5747461-3 DB-25 | Through Hole 42K7457 —_ 
Receptacle _ Body, Full Metal Shell Straight Posted Connectors - With 0.120” (3.05mm) Rent AnaiG Putod Cofaaotons With 0-128" (3.1 rath Mechting Cotes, Without Baardlocks 
lounting Holes d : 2 
@ 5745189-1 DC-37 Solder 16M3325 21.44 @ 5745131-1 DE-9 Through Hole 42K7380 aS 
© 5745191-1 DD-50 Solder 42K7391 ay Receptacle, Plastic Body, 0.318” (8.08mm) Mount Right Angle Posted Connectors - With 
nES Sold ana Fixed Female Screwlocks, Without Boardlocks 
5 —— siscaeod Tne ea COMES With Clinch N = =e a a ae ais 
Saeed e etal Body, Fu = ell Straig — onnectors aaa inch Nuts © 5745395-2 DES Solder 42K7394 8.03 
. e sal — Receptacle, Plastic Body, 0.318” (8.08mm) Mount Right Angle Posted Connectors - With 
© 5747190-2 DE-9 Solder 42K7438 8.68 Threaded Inserts, With Boardlocks 
© 5747190-1 DE-9 Solder 42K7437 10.37 © 5748901-1 DB-25 Solder 42K7506 14.31 
Receptacle, Steel Body, Front Metal Shell Straight Posted Connectors - With 4-40 Threaded Receptacle, Plastic Body, 0.318" (8.08mm) Mount Right Angle Posted Connectors - With Fixed 
Inserts Female Screwlocks, With Boardlocks 
@ 5747301-7 DC-37 Through Hole 42K7447 xs @ 5748979-1 DE-9 Solder 40P9846 5.53 
@ 5747150-8 DE-9 Solder 428786 = Receptacle, Plastic Body, 0.318" (8.08mm) Mount Right Angle Posted Connectors - With 
Receptacle, Steel Body, Front Metal Shell Straight Posted Connectors - With Fixed Female Threaded Inserts, Without Boardlocks 
Screwlocks @ 5745304-2 DE-9 Solder 42K7393 8.14 
@ 1-5745967-4 DB-25 Solder | 42K6536 8.39 Receptacle, Plastic Body, 0.590” (14.99mm) Mount Right Angle Posted Connectors - With 
Receptacle, Steel Body, Front Metal Shell Straight Posted Connectors - With Pcb Retention Fixed Female Screwlocks, Without Boardlocks 
4-40 Threaded © 5747460-5 DA-15 Solder 15P0009 8.12 
@ 2-5747707-0 DA-15 Through Hole | 42K6825 6.20 @ 5747461-5 DB-25 Solder 42K7458 11.68 
Receptacle, Steel Body, Front Metal Shell Straight Posted Connectors - With Standard @ 5747461-6 DB-25 Solder 42K7459 = 
aa a DA-15 Solder [__42k8791 al = = pee — 
- 25 Receptacle, Plastic Body, 0.590" (14.99mm) Mount Right Angle Posted Connectors - With 
PIM_75436 0.125 (3.18) Mounting Holes, Without Boardlocks 
——Ee=eE=_ @ 5747461-1 DB-25 Solder 42K7455 9.32 
Receptacle, Plastic Body, 0.590" (14.99mm) Mount Right Angle Posted Connectors - With 
Threaded Inserts, Without Boardlocks 
@ 5747460-3 DA-15 Solder 42K7454 es 
@ 5747459-4 DE-9 Solder 42K7451 8.00 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


D-SUB — PC BOARD MOUNT CONNECTORS 


AMPLIMITE HD-20 ALL PLASTIC D-SUB CONNECTORS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


BASIC D COMMERCIAL GRADE, METAL SHELL D-SUBS WITH WIRE WRAP 


Shell Termination Price Each TERMINALS (CONT.) 

Mfg. Part No. Size Type Stock No. 1-24+ Shell | Termination Price Each 
Receptacle, Plastic Body, Straight Posted Connectors - With 0.120” (3.05mm) Mounting Mfg. Part No. Size Type Stock No. 1-9+ 
Holes, With Boardlocks Plug, Metal Body 
@ 5207827-4 DA-15 Solder 19R1544 6.18 DAMI5P DAS Solder BF235 = 
@ 5207828-4 DB-25 Solder 42K7084 6.59 DBM25P DB-25 Solder 43F238 = 
@ 5207829-4 DC-37 Solder 42K7085 11.13 DEMOP DEO Solder 73F233 gm 
@ 5207826-3 DE-9 Solder 42K7082 3:32. Receptacle, Metal Body 
ere Plastic Body, Straight Posted Connectors - With Threaded Inserts, With DAM15S DA-15 Solder 43F236 43.21 
ests [oes [se oer ee ee | 
@ 5745058-4 DB-25 Solder 06R3645 12.71 5 

@ DEH-9S-F179 DE-9 Wire Wrap 11M3002 12.95 
@ 5745059-4 DC-37 Solder 19R3005 15.46 
@ 5207841-3 DE-9 Solder 42K7086 4.22 Nene 
@ 5207841-4 DE-9 Solder 42K7087 5.65 
rar pea lia Body, Straight Posted Plugs Connectors - With Fixed Female Screwlocks, HIGH DENSITY D-SUBMINIATURE CONNECTORS Cee 
Ith Boardlocks ®@ High Densi 
@ 5745077-4 DA-15 Solder 42K7374 = e Heiatel Sie Pins HARTING 
© 57450776 DA-15 Solder 42K7375 3.61 : eta with Grounding Board 
@ 5745078-4 DB-25 Solder 42K7377 _ ° Canes Alloy Contacts Geena 
@ 5745078-3 DB-25 Solder 42K7376 6.70 © Plated Steel Shell Available 
© 5745079-4 DC-37 Solder 42K7378 17.60 @ UL Recognized 
@ 5745080-4 DD-50 Solder 34M2655 = Shell Termination rice Each) 
© 5745080-6 DD-50 Solder 79R3012 28.69 Mfg. Part No. Size Type StOGRING! ts 
© 57450763 DES Solder 42K7372 5.29 Plug, Metal Body, 4-40 UNC Fitted Screw Locks, Performance Level 3 
© 5745076-4 DE-9 Solder 42K7373 a @ 09562627813 DA-26 Solder 4434606 5.47 
© 57450766 DES Solder 42K8776 = Plug, Metal Body, 4-40 UNC Fitted Screw Locks, Performance Level S4 
ou i6s0 @ 09562625813 DA-26 Solder 4434604 6.99 
- @ 09561625813 DE-15 Solder 4434584 = 
Plug, Metal Body, 4-40 UNC Flange Thread, Performance Level 3 
4 ere gels MOUNT RIGHT-ANGLE Am p henol 2028227812 DA-26 Solder 4494605 5.58 
: S WITH FRONT METAL SHELL Commercial Products  ©.2256se27812 DB-44 Solder 4454627 11.53 
a idee s @ 09564627812 DC-62 Solder 4454649 12.57 
Ge tinpian @ 09561627812 DE-15 Solder 96M1879 3.60 
SS Plug, Metal Body, 4-40 UNC Flange Thread, Performance Level S4 
a ‘——aey @ 09561625812 DE-15 Solder 4434583 4.21 
» Receptacle, Metal Body, 4-40 UNC Fitted Screw Locks, Performance Level 3 
With Boardlock @ 09565527613 DD-78 Solder 4434662 19.61 
@ 09561527613 DE-15 Solder 4434576 2.93 
Receptacle, Metal Body, 4-40 UNC Fitted Screw Locks, Performance Level S4 
@ 09562525613 DA-26 Solder 44J4594 6.10 
With Ground Strap © 09564525613 DC-62 Solder 44.J4638 11.49 
Front tin-plated steel shell helps reduce EMI/RFI emissions. Precision formed copper alloy contacts plated @ 09561525613 DE-15 Solder 4434574 = 
with 30 y" gold over nickel in engagement area, tin/lead over nickel in end area. Ein mfg. part no. denotes Receptacle, Metal Body, 4-40 UNC Flange Thread, Performance Level 3 
filed themoplast delect rald UL 94-0, Pugs feature grounding indents Front mounting holes are #a-ao © 09562527612 oes Soni cs 448 
threaded. 617-A series D-Subs have 0.120” (3.05 mm) diameter mounting hole with wrap-around ground strap @ 09563527612 DB-44 Solder 44J4617 7.08 
and 0.318" (8.08 mm) footprint. 617-C series D-Subs have split arrowhead boardlock and 0.318” (8.08 mm) @ 09561527612 DE-15 Solder 4434575 3.39 
footprint, Receptacle, Metal Body, 4-40 UNC Flange Thread, Performance Level S4 
Shell Termination [Price Each =“ @ 09563525612 DB-44 Solder 4454615 9.86 
Mfg. Part No._ Size Type Stock No: gE © 09564525612 DC-62 Solder 4414637 aa 
Plug, Metal Body, with Boardlock @ 09565525612 DD-78 Solder 444659 26.28 
@ 6E17C015PAJ121 DA-15 Solder 01M3524 Bie © 09561525612 DES Solder 444573 ae 
@ 6E17C025PAJ121 DB-25 Solder 01M3528 7.89 PIM. 114889 
@ 6E17C037PAJ121 DC-37 Solder 01M3535 13.57 = 
@ 6E17CO09PAJ121 DE-9 Solder 01M3519 2.47 
Receptacle, Metal Body, 0.120” Mounting Hole with Wrap-Around Ground Strap COMPACT D SERIES HIGH DENSITY PC BOARD SOLDER Amphenol 
@ GE17AQ09SAI120 DEY Sole OEE? —— ee ea connectors ) AALS FCi 
- Li h i 
Receptacle, Metal Body, with Boardlock have been developed to answer the increasing need | RoHS | 
@ GE17C015SAJ120 DA-15 Solder 01M3526 3.12 for higher density packaging. Getimpian 
@ 6E17C025SAJ120 DB-25 Solder 01M3532 7.78 
@ 6E17C037SAJ120 DC-37 Solder 01M3537 10.86 
@ 6E17C009SAJ120 DE-9 Solder 01M3522 2.63 
PIM_8196 
ee Eh Terrunation earn ones 
2 ig. Part No. ize ype tock No. 9+ 
perth aan SW Pe ETAL Cl nch Receptacle, Steel Body, 4-40 Insert 
TERMINALS fs Sonieeerimy Sousrions @ ICD15S13E6GXO00LF DE-15 Solder 62K4729 oe 
Machined copper alloy contacts feature gold flash over apes RoHS Receptacle, Steel Body, 4-40 Screwlock 
nickel plating. Zinc-plated steel shell with yellow chromate Gee tinoian @ ICD15S13E6GVOOLF DE-15 Solder 22M0699 2.56 


finish. Two-piece glass-filled polyester insulator material, 
tated UL94V-0. Operating temperature: -65°C to +125°C. 
Discrete cable to panel. UL recognized, CSA certified. 
Available with 0.375” tail length for 2 wraps. Also available 
with 0.585” tail for 3 wrap tail lengths. Order D-sub 
accessories separately. 

Insulator is glass-filled diallyl phthalate, UL94V-0 rated; 
brass plug contacts or phosphor-bronze socket contacts are 30y" gold-plated. Also available with 4-40 clinch 
nut (suffix E) or dual float bushings (suffix Y) added to the mfg. part no. Tin-plated shells available; go online 


or call. 
> CONTINUED > 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


DELTA D SERIES PC BOARD SOLDER D-SUB Amphenol 


CONNECTORS & ACCESSORIES 
UB — PC BOARD MOUNT CONNECTORS 


STANDARD CRIMP-STYLE STAMPED CONTACTS (CONT.) 


CONNECTORS . Crimp contacts for D-subminiature connectors have snap-in pin diameter of 0.040”. Contact material: brass. 
The DELTA D series has been FCi Plating: brass with 7y" gold. Sold in packages of 100. 
developed to meet the current Hots ia Price per 
requirements of industry. The DELTA Avaliable AWG AWG Pkg. 
D series has angled terminations of Mfg. Part No. Max Min Stock No. | 4-49+ 
different lengths, stamped contacts and - 9 - - 
is available in 9, 15, 25, and 37 contact Pin, Brass, Gold Plated Contacts 
arrangements. Meets European @ SPC15395 20AWG 24AWG 79K4978 27.07 
eed Hee Soe 5, DIN Socket, Brass, Gold Plated Contacts 
: @ SPC15421 20AWG 24AWG 79K5002 3.74 
Shell Termination Price Each PIM_8794 
Mfg. Part No. Size Type Stock No. 1-9+ 
rene xonnnge a sue = 68K3501 3.14 DICH: DENSI CRIMP SEE Stared na 
= : : CONTACTS m m 
@ DO9P33E4GVO0LF DE-9 Solder 74K5070 2.57 ul Ico Pp 
Plug, Metal Body, Right-Angle, Threaded Insert M3 Gesinpian 
@ D25P13A4GLOOLF DB-25 Solder 62K4335 2.34 Available 
Plug, Metal Body, Right-Angle, Threaded Insert UNC 4-40 
@ D25P33E4GX00LF DB-25 Solder 62K4356 1.75 
@ DO9P33E4GX00LF DE-9 Solder 62K4135 1.95 
Plug, Metal Body, Straight, Female Screw UNC 4-40 
@ D25P24A4GVO00LF DB-25 Solder 91K8241 = AA 
@ D37P24A4GVO0LF DC-37 Solder 91K8650 5.08 
Receptacle, Metal Body, Right-Angle, Female Screw UNC 4-40 Socket Pin 
@ D09S13A4GVOOLF DE-9 Solder 62K4170 2.54 Crimp contacts for D-subminiature connectors have a snap-in pin diameter of 0.030”. Contact material: pins 
@ D09S33E4GV00LF DE-9 Solder 62K4199 4.20 are brass; sockets are phosphor bronze. Plating: pins and sockets, gold flash over 3y” nickel on entire contact. 
hE Additional gold plating on the mating end for lengths of 0.15” min. on pins, 0.100” min. on sockets. Sold in 
Receptacle, Metal Body, Right-Angle, Threaded Insert M3 packages of 100. 
@ D25S13A4GLOOLF DB-25 Solder 62K4381 0.65 Price per 
@ D09S13A4GLOOLF DE-9 Solder 62K4169 Zale AWG AWG Pee 
Receptacle, Metal Body, Right-Angle, Threaded Insert UNC 4-40 Mfg. Part No. Max Min Stock No. 4-49+ 
@ D09S33E4GX00LF DE-9 Solder 62K4200 2.63 Pin, Phosphor Bronze, Gold Plated Contacts 
Receptacle, Metal Body, Straight, Female Screw UNC 4-40 @ SPC15398 20AWG 24AWG 79K4981 22.29 
@ D15S24A4GVO0LF DA-15 Solder 62K4283 1.80 Socket, Phosphor Bronze, Gold Plated Contacts 
@ D25S24A4GV00LF DB-25 Solder 62K4386 2.95 @ SPC15384 20AWG 24AWG 79K4967 26.27 
@ D09S24A4GVO0LF DE-9 Solder 62K4177 2.82 PIM_8795 
PIM_115561 


D-SUB CONNECTORS WITH CRIMP- Soi Cc) 
STYLE STAMPED CONTACTS Avalabl multicomp 


Intermate with all existing comparable style connectors. Steel shell with tin plating. Black, glass-filled 
thermoplastic insulator. Insulator resistance: 1000MO @ S500VAC. Current pin rating: 5A. Crimp-style pin and 


D-SUB CONNECTOR CRIMP TOOL KIT 


D URATOOL 


socket contacts are supplied loose with connector. Contact diameter: 0.040". Hold up to 20 AWG wire. 
Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-99+ 
Plug, Metal Body, 5” Gold Plated Contacts 
@ SPC15350 DA-15 Crimp 79K4940 0.90 
@ SPC15448 DB-25 Crimp 79K5025 1.51 
@ SPC15312 DC-37 Crimp 79K4906 3.19 
@ SPC15262 DD-50 Crimp 79K4859 2.30 
@ SPC15458 DE-9 Crimp 79K5033 5.88 
Plug, Metal Body, 5y” Selective Gold Plated Contacts, Nickel Plated Crimp Area Mfg. part no. 8455-0662 D-Sub kit includes a crimp tool frame and pre-packaged D-subminia ure contacts. 
- Ergonomic tool design features a full-cycle mechanism which allows crimps to conform to industry standards. 
@ SPC15172 DA-15 Crimp 79K4776 = Easy-load positioner provides proper contact orientation. Kit includes crimp tool with positioner, 100 
@ SPC15272 DB-25 Crimp 79K4869 0.69 D-subminiature pins, 100 D-subminiature sockets and a foam insert in a durable plastic storage case. 
@ SPC15177 DC-37 Crimp 79K4780 9.33 Price Each 
@ SPC15200 DD-50 Crimp 79K4802 1.96 Mfg. Part No. Stock No. 1-4+ 
@ SPC15389 DE-9 Crimp 79K4972 0.69 8455-0662 16N1881 = 
Receptacle, Metal Body, 51” Gold Plated Contacts PIM_8842 
@ SPC15308 DA-15 Crimp 79K4902 1.57 
a = oie ieee alts CRIMP TOOL FOR STANDARD D-SUB 
@ SPC15373 DC-37 Crimp 79K4957 nea CONTACTS D URATOOL 
@ SPC15311 DD-50 Crimp 79K4905 2.56 
@ SPC15462 DE-9 Crimp 79K5036 6.50 
Receptacle, Metal Body, 51” Selective Gold Plated Contacts, Nickel Plated Crimp Area 
@ SPC15138 DA-15 Crimp 79K4751 1.06 
@ SPC15209 DB-25 Crimp 79K4811 0.74 
@ SPC15175 DC-37 Crimp 79K4779 2.24 3-STEP CRIMP 
@ SPC15376 DE-9 Crimp 79K4960 8.13 1. Insert contact into locator. 2. Close tool carefully until connector is held in place without distorting ears. Insert 
stripped wire. Squeeze handles. 3. Raise locator and remove contact. 
PIN_8783 All crimp configurations are fully machined to maintain tolerances to industry standards. Straight-line jaw closure 
provides consistent crimp. Wide cushion grips provide user-friendly feel. Locator and wire-stop properly orient 
STANDARD CRIMP-STYLE STAMPED CONTACTS 9 ae 
multicomp =a Price Each 
RoHS Mfg. Part No. With StockNo. | 1-9 
Sere Soe OED 
CT-200-DC-01 30-20AWG D-Sub Open Barrel Contacts 90N3314 39.78 
Socket Pin PIM_8884 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


D-SUB — CRIMP & POKE CONNECTO 


HIGH-DENSITY D-SUB CONNECTOR CRIMP 
TOOL 


D URATOOL 


Crimps high-density D-subminiature pin and socket open-barrel contacts. Locator and wire-stop provide proper 
orientation during crimping. Conductor crimps are B-type. Insulation crimps are oval type, produced in two 
cavities: A is 22-26 AWG, B is 28-30 AWG. Other crimp tools available; go online or call. 


For Use Price Each 
Mfg. Part No. With Stock No. 1-9+ 
Ratchet 
CTT8424-01 30-22AWG D-Sub Contacts 92N8961 136.69 
PIM_12829 


AMPLIMITE HDP-22 HIGH-DENSITY CRIMP SNAP-IN 
CONTACTS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 


oom Sr i @ Geptinaian 
, Available 
Pin 


Socket 
Precision-formed, size 22 DF crimp contacts fit HDP-22 plugs and receptacles. Brass pin contacts and phosphor 
bronze socket contacts available in gold or gold flash finish on mating end, tin-lead on crimp barrel, with entire 
contact nickel underplated. 0.040” insulation dia. max. Wire size: 22-28 AWG. Order application tools separately. 


AWG AWG Price Each 

Mfg. Part No. Max Min Stock No. 1-24+ 
Pin, Brass, Gold Plated Contacts, 30u” (Sold Individually) 
@ 1658670-2 22AWG 28AWG 42K6690 0.20 
Pin, Brass, Gold Plated Contacts, Flash (On Reels - Sold Individually) 
@ 1658670-3 22AWG 28AWG 39X0862 0.11 
Pin, Brass, Gold Plated Contacts, Flash (Sold Individually) 
@ 1658670-4 22AWG 28AWG 42K6692 0.08 
Socket, Phosphor Bronze, Gold Plated Contacts, 30u” (On Reels - Sold Individually) 
@ 1658686-1 22AWG 28AWG 42K6705 0.31 


Socket, Phosphor Bronze, Gold Plated Contacts, 30u” (Sold Individually) 


@ 1658686-2 22AWG 28AWG 42K6706 0.16 
Socket, Phosphor Bronze, Gold Plated Contacts, Flash (On Reels - Sold Individually) 
@ 1658686-3 22AWG 28AWG 42K6707 0.26 


Socket, Phosphor Bronze, Gold Plated Contacts, Flash (Sold Individually) 
@ 1658686-4 22AWG 28AWG 42K6708 0.18 


PIM_8165 


AMPLIMITE HDP-22 APPLICATION TOOLS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


AMPLIMITE HDP-20 SNAP-IN CONTACTS coset 
Use with AMPLIMITE® HDP-20 D-sub connectors and Series 2 CPC Available 
circular connectors; ordered separately Order HDP-20 tools separately. 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


Price per 
AWG AWG |__Pkg. 
Mfg. Part No. Max Min Stock No. 1-9+ 


Pin, Brass, Gold Plated Contacts, 0.04” Insulation Diameter, Gold Flash Over Nickel With 
(304) Gold On Contact Mating 


@ 66507-9 24AWG 28AWG 50B660 0.19 


Pin, Brass, Gold Plated Contacts, 0.04” Insulation Diameter, Tin Over Nickel With (30j1) Gold 
On Contact Mating 


@ 1658540-5 24AWG 28AWG 42K6635 0.26 
@ 1658540-4 24AWG 28AWG 42K6634 0.11 
Pin, Brass, Gold Plated Contacts, 0.05” Insulation Diameter 

@ 745254-7 22AWG | 26AWG 90F5533 0.27 


Pin, Brass, Gold Plated Contacts, 0.05” Insulation Diameter, Gold Flash Over Nickel With 
(30) Gold On Contact Mating 


@ 745254-6 22AWG 26AWG 98F7180 0.25 


Pin, Brass, Gold Plated Contacts, 0.05” Insulation Diameter, Tin Over Nickel With (30,1) Gold 
On Contact Mating 


@ 1658544-2 22AWG 26AWG 14N2166 0.15 
Pin, Brass, Gold Plated Contacts, 0.06” Insulation Diameter 
@ 66682-4 24AWG 28AWG 90F5532 0.14 


Pin, Brass, Gold Plated Contacts, 0.06” Insulation Diameter, Gold Flash Over Nickel With 
(30) Gold On Contact Mating 


@ 66506-9 20AWG 24AWG 98F7062 0.33 
@ 66682-2 24AWG 28AWG 90F3568 0.15 


Pin, Brass, Gold Plated Contacts, 0.06” Insulation Diameter, Gold Flash Over Nickel With 
Gold Flash On Contact Mating 


@ 66506-4 20AWG 24AWG 90F3578 0.20 
@ 1-66506-0 20AWG 24AWG 98F9428 0.42 


Pin, Brass, Gold Plated Contacts, 0.06” Insulation Diameter, Tin Over Nickel With (30,1) Gold 
On Contact Mating 


@ 1658539-3 20AWG | 24AWG 89K0288 0.22 
Pin, Brass, Gold Plated Contacts, 0.06” Insulation Diameter, Tin Over Nickel With Gold Flash 
On Contact Mating 

@ 1658539-4 20AWG | 24AWG 02M1215 0.16 


Pin, Brass, Gold Plated Contacts, 0.068” Insulation Diameter, Gold Flash Over Nickel With 
(30) Gold On Contact Mating 


@ 745229-2 18AWG | 22AWG 01H7813 0.41 
Pin, Brass, Gold Plated Contacts, Gold Flash Over Nickel With (30j1) Gold On Contact Mating 
@ 66570-3 18AWG 0101226 0.27 


Pin, Brass, Gold Plated Contacts, Square Posted Contact, 0.427 Post Length, Gold Flash 
Over Nickel With (30) Gold On Contact Mating 


@ 4-745287-7 42K6899 0.69 


Socket, Copper, Gold Plated Contacts, 0.068” Insulation Diameter, Gold Flash Over Nickel 
With Gold Flash On Contact Mating 


@ 205201-7 20AWG 24AWG 90F7573 0.34 
Socket, Phosphor Bronze, Gold Plated Contacts 
@ 6-66505-9 24AWG 28AWG 96F7923 48.86 


Socket, Phosphor Bronze, Gold Plated Contacts, 0.04” Insulation Diameter, Gold Flash Over 
Nickel With Gold Flash On Contact Mating 


@ 1-66505-0 24AWG 28AWG 89F318 = 
@ 66505-4 24AWG 28AWG 25R6581 0.19 


Socket, Phosphor Bronze, Gold Plated Contacts, 0.04” Insulation Diameter, Tin Over Nickel 
With (3011) Gold On Contact Mating 


@ 1658538-2 24AWG 28AWG 42K6629 0.08 


Socket, Phosphor Bronze, Gold Plated Contacts, 0.04” Insulation Diameter, Tin Over Nickel 
With Gold Flash On Contact Mating 


@ 1658538-1 24AWG 28AWG 16M2742 0.48 
oe oizes4 @ 1658538-3 24AWG 28AWG 42K6630 0.16 
_ - Socket, Phosphor Bronze, Gold Plated Contacts, 0.05” Insulation Diameter 
ean For Use ee Caen Fach © 745253-7 22AWG 26AWG 2503147 0.93 
g. Part No. it POCO} & Socket, Phosphor Bronze, Gold Plated Contacts, 0.05” Insulation Diameter, Gold Flash Over 
Hand Nickel With (30) Gold On Contact Mating 
90800-1 AMPLIMITE 28-22AWG D Sub Contacts 96F9838 317.00 @ 745253-6 22AWG 26AWG 90F3660 0.09 
Hand, Crimp Tool, CERTICRIMP 2, 28-22AWG D-Sub Contacts Socket, Phosphor Bronze, Gold Plated Contacts, 0.05” Insulation Diameter, Gold Flash Over 
91520-1 AMPLIMITE HDP-22 28-22AWG Snap-In Contacts 16H9490 939.92 Nickel With Gold Flash On Contact Mating 
PIM_8164 @ 745253-3 22AWG 26AWG 19C0235 0.44 
Socket, Phosphor Bronze, Gold Plated Contacts, 0.05” Insulation Diameter, Tin Over Nickel 
. With (3011) Gold On Contact Mating 
Insertion @ 1658543-1 22AWG 26AWG 87K7679 = 
For Use |PriceEach = @ 1658543-2 22AWG 26AWG 88M2876 0.42 
Mfg. Part No. Description With Stock No.| _1-4+ Socket, Phosphor Bronze, Gold Plated Contacts, 0.06” Insulation Diameter 
91285-1 Insertion/Extraction Tool | HDP-22 and HDP-20 Size 22 28-22) 90F1401 35.99 @ 66683-4 24AWG 28AWG 9289943 0.17 
AWG Crimp Contacts, Size 20 28-20 7 - - - 
AWG Crimp Contacts, & Size 20 Posted Socket, Phosphor Bronze, Gold Plated Contacts, 0.06” Insulation Diameter, Gold Flash Over 
Contacts Nickel With (30,1) Gold On Contact Mating 
543382-5 Insertion Tool Amplimite 28-20AWG HD20 Contacts | 9488101 | 36.59 @ 6504-9 20AWG 24AWG 25C1826 0.17 
PIM_5513188 
> CONTINUED > 
242 — Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


CONNECTORS & ACCESSORIES 


D-SUB — CRIMP & POKE CONNECTORS 


AMPLIMITE HDP-20 SNAP-IN CONTACTS (CONT.) TE CONNECTIVITY’S AMP SERIES 2 MULTIMATE CONTACTS (CONT.) 
Price per Price per 
AWG AWG Pkg. AWG AWG Pkg. 
Mfg. Part No. Max Min Stock No. 1-9+ Mfg. Part No. Max Min Stock No. 1-4+ 
Socket, Phosphor Bronze, Gold Plated Contacts, 0.06” Insulation Diameter, Gold Flash Over Socket, Phosphor Bronze, Gold Plated Contacts, Solder Cup 
Nickel With Gold Flash On Contact Mating © 1-66569-0 18AWG . 92F5795 99.25 
@ 1-66504-0 20AWG 24AWG 90F5542 0.36 RES 
Socket, Phosphor Bronze, Gold Plated Contacts, 0.06” Insulation Diameter, Tin Over Nickel For Use eae 
With (30) Gud On Contact Mating Mfg. Part No. Type With Stock No. 1-1-24+ 
@ 1658537-4 20AWG 24AWG 46M2741 0.15 @ 206509-1 Keying Plug Circular Connectors 87F6584 0.38 
Socket, Phosphor Bronze, Gold Plated Contacts, 0.068” Insulation Diameter, Gold Flash Over PIM_87978 
Nickel With (3011) Gold On Contact Mating 
— =_ ae sues 036 TE CONNECTIVITY’S AMP MULTIMATE SUBMINIATURE 
a = cease eirsiib ee COAXICON PIN AND SOCKET CONTACTS = 7E 
Socket, Phosphor Bronze, Gold Plated Contacts, 0.068” Insulation Diameter, Gold Flash Over ee canicatns 
Nickel With Gold Flash On Contact Mating 
@ 745230-7 18AWG 22AWG 88F2302 0.22 AUTHORIZED DISTRIBUTOR 


Socket, Phosphor Bronze, Gold Plated Contacts, 0.427 Post Length, Gold Flash Over Nickel 
With (301) Gold On Contact Mating 


RoHS 
<2 Gee einpiat 
Available 
Ferrule 


@ 5-745288-8 a = 42K6946 0.61 

Socket, Phosphor Bronze, Gold Plated Contacts, Gold Flash Over Nickel With (30j1) Gold On 

Contact Mating 

@ 66569-3 18AWG 18AWG 54H3464 0.31 
PIM_8069 

© Brass Outer Shell © Stainless Steel Retention Sprin 
TE CONNECTIVITY’S AMP SERIES 2 MULTIMATE ® TPX Wine; islet eae 
CONTACTS Each pin and socket contact requires a ferrule; order separately below. Contacts and ferrules sold individually. 
Contact Contact Price Each 
Oe Mfg. Part No. Material Plating Stock No. 1-244 


HS = p : A = 
Gee eimsiat Pin - Terminates to Coaxial Cable, Shielded Wire 
Avaliable "@ 226537-1 Beryllium Copper Gold Plated Contacts 50F654 = 


Series 2 Pin 5 Socket - Terminates to Coaxial Cable 
Series 2 Socket 
Insulation Support Insulation Support @ 51565-2 Brass Gold Plated Contacts 50F647 9.51 


ea) ot Socket - Terminates to Coaxial Cable, Shielded Wire 
@ 51565-1 Brass Gold Plated Contacts 50F664 —_ 


Series 2 Pin Socket - Terminates to Twisted Pair 


Solder Cup Series 2 Socket 
Solder Cup @ 51565-3 Brass Gold Plated Contacts 92F6104 = 
Series 2 HDP-20 contacts feature snap-in retention. Contact size: 20. Use with AMPLIMITE® HDP-20 D-sub Price Each 
connectors and Series 2 CPC circular connectors; ordered separately online or call. For Use ness 
= ig. Part No. ype i tock No. -1-9+ 
Price per Mfg. Part N T With Stock N 1-1-9 
AWG AWG Phe @ 1-332056-0 Ferrule RF/Coaxial Contacts and Cables 50F696 1.63 
Mfg. Part No. Max Min Stock No. 1-4+ PIM_75628 
Pin, Brass, Gold Plated Contacts, 0.04” Insulation Diameter 
© 66507-3 24AWNG 28AWG 90F3582 0.19 AMP TYPE Ill+ MULTIMATE ENHANCED CURRENT 
@ 1658540-1 24AWG 28AWG 42K6633 0.06 CONTACTS = TE 
@ 66507-4 24AWG 28AWG 90F3583 0.32 corse re, 
Pin, Brass, Gold Plated Contacts, 0.06” Insulation Diameter AUTHORIZED DISTRIBUTOR 
RoHS 
© 6-66506-1 20AWG 24AWG 96F7902 30.29 oes Seep 
© 1658539-1 20AWG 24AWG 42K6631 0.10 _ , Available 
@ 1658539-2 20AWG 24AWG 42K6632 0.18 
Pin, Brass, Gold Plated Contacts, 0.06” Insulation Diameter, Gold Flash Over Nickel With Socket 
(30y) Gold On Contact Mating Pin 
© 66506-9 20AWG 24AWG 98F7062 0.33 © Contact rating: 13A at 30°C T-rise © Contact type: Signal 
Pin, Brass, Gold Plated Contacts, 0.06” Insulation Diameter, Gold Flash Over Nickel With © Wire range: 14-18 AWG © Contact size: 16 
Gold Flash On Contact Mating Precision formed pin and socket contacts. They are used in M series, Special M series, G series, Metrimate, 
@ 1-66506-0 20AWG 24AWG 98F9428 0.42 Metrimate Drawer, and CPC series 1 and 4 connectors. Contacts feature a high normal force which provides 
Pin, Brass, Gold Plated Contacts, Solder Cup a low resistance in critical applications such as dry circuit signal conditions. Stainless steel spring. Crimp wire 
; > 2 termination. 
@ 66570-8 18AWG i: 96F7924 67.42 sa Price Each 
rice Eacl 
Pin, Phosphor Bronze, Gold Plated Contacts, 0.05” Insulation Diameter Contact Contact a 
Mfg. Part No. Wire Size, AWG Material Plati Stock No. 1-9+ 
© 745254-2 22AWG 26AWG 2906115 0.23 Sa = ee = ang eK NG, 
Socket, Esosphiar Bronze. Sol Paes Comteets, 00 mula en ware © 66602-9 | 14AWGto 18AWG | CopperAlloy | Gold Plated Contacts | 29K6324 | 4.14 
2 :96505-9 I I S| O19 1-66602.0 | T4AWGt0 1BAWG | Copper | Tin Plated Contacts | 29K6323 | 0.84 
@ 66505-3 24AWG 28AWG 2906113 0.15 
5 i 5 - @ 1-66361-4 14 AWG to 18 AWG Brass Gold Plated Contacts | 95H9962 1.16 
Socket, Phosphor Bronze, Gold Plated Contacts, 0.04” Insulation Diameter, Tin Over Nickel Socket - Gri 
With Gold Flash On Contact Mating ocKel = Grimp 
@ 1658538-1 24AWG 28AWG 46M2742 0.48 @ 1-66601-2 14 AWG to 18 AWG Copper Tin Plated Contacts 29K6322 0.99 
Socket, Phosphor Bronze, Gold Plated Contacts, 0.05” Insulation Diameter @ 1-66601-0__ | 14 AWG to 18 AWG Copper Gold Plated Contacts | _29K6321 1.03 
@ 745253-2 22AWG 26AWG 2402166 0.45 @ 1-66360-4 14 AWG to 18 AWG Brass Gold Plated Contacts | 29K6320 1.28 
Socket, Phosphor Bronze, Gold Plated Contacts, 0.06” Insulation Diameter PIM_84739 
@ 7-66504-0 20AWG 24AWG 96F7922 33.46 
@ 66504-4 20AWG 24AWG 90F3592 0.29 
@ 66504-3 20AWG 24AWG 90F3591 0.40 
@ 1658537-1 20AWG 24AWG 42K6627 0.29 
@ 1658537-3 20AWG 24AWG 42K6628 0.08 
@ 66683-2 24AWG 28AWG 34B1403 0.28 
Socket, Phosphor Bronze, Gold Plated Contacts, 0.06” Insulation Diameter, Gold Flash Over 
Nickel With Gold Flash OnContactMating | 
@ 1-66504-0 20AWG 24AWG 90F5542 0.36 
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CONNECTORS & ACCESSORIES 
D-SUB — CRIMP & POKE CONNECTORS 


TE CONNECTIVITY’S AMP TYPE IIl+ MULTIMATE SOLDER 
PIN AND SOCKET CONTACTS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


Socket 


© Copper Alloy Contact Material 
© Gold Termination End Plating 
© Contact Type: Signal 

© Solder-to-WireTermination 


Can be used in Multimate contact cavities of all connector housings. Order mfg. part no. 305183 extraction 
tool; go online or call. 


@ Insulation Support 
@ Test Current: 13A 
@ Stainless Steel Spring 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


OPEN-BARREL CRIMP TOOLS (CONT.) 


For Use Price Each 
Mfg. Part No. With Stock No. 1-9+ 
Ratchet, For Contacts: AMP D-Sub (RS-232), 16-28 AWG 
1748 28-20AWG D Sub Contacts 92N3743 170.93 
Ratchet, For Contacts: AMP Multimate, 20-28 AWG 
1749 28-16AWG Circular Multimate Contacts 92N3744 157.35 


PIM_18632 


AMPLIMITE 109 & 90 SERIES MIL-C-24308 AND MIL-C-39029 
QUALIFIED CONTACTS AND TOOLS 


AUTHORIZED DISTRIBUTOR 
RoHS — 
Compliant 
Available 


91067-2 


205089-1 


Contact Contact Price Each 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-94 205090-1 
Pin - Solder Size 20 DM screw-machined crimp signal contacts. Copper alloy pin and beryllium copper socket both plated with 
eoiieat | AAG WATANS | Copper | GouPael Conese OTT [ao ea nn a ie eee 
@ 66180-1 16 AWG to 18 AWG Copper Gold Plated Contacts 95F2713 1.39 Size 22 DM screw-machined crimp signal contacts. Copper alloy pin and beryllium copper socket both plated 
Socket - Crimp / Solder eae Wire size: 28-22 AWG. Use with AMPLIMITE® HD-22 D-sub 
@ 66181-1 16 AWG to 18 AWG Copper Gold Plated Contacts 95F2726 257 . RISER 
Socket - Solder AWG AWG a] 
Mfg. Part No. Max Min Stock No. 1-9+ 
@ 66183-1 20AWG to26AWG | Copper | Gold Plated Contacts 50F579 2.17 Pin, Copper, Gold Plated Contacts 
PIMsOe74 © 205080-1 20AWG 24AWG 83H4081 1.05 
Pin, Copper, Gold Plated Contacts, Non-Mag 
AMPLIMITE HDP-20 APPLICATION TOOLS @ 205089-4 20AWG 24AWG 96B0510 1.19 
= Pin, Copper Alloy, Gold Plated Contacts 
jcaapeay @ M39029/64-369 20AWG 24AWG 99F3174 = 
AUTHORIZED DISTRIBUTOR @ 204370-2 22AWG 28AWG 52F4860 0.45 
Gepeimoiat Socket, Copper, Gold Plated Contacts 
Available @ 205090-1 20AWG 24AWG 33X1880 1412 
58448-2 91285-1 Socket, Copper Alloy, Gold Plated Contacts 
For Vie Price|Each @ 204351-1 22AWG 28AWG 98F6596 1.76 
Mfg. Part No. With Stock No. 1+ For Use Price Each 
Hand, Crimp Tool, CERTICRIMP 2, HDP-20 22-18AWG Crimp Contacts Mfg. Part No. With Stock No. 4-1-4+ 
91513-1 HDP-20 22-18AWG Crimp Contacts 62H0711 918.35 91067-1 Amp HDP-20 Series Size 22 DM Contacts 44F8723 16.85 
Ratchet @ 91067-2 AMPLIMITE Contacts Size 20 DM and 20 DF 44F8729 17.73 
58448-2 AMPLIMITE HDP-20 28-20AWG D Sub Contacts 44F8730 377.51 601966-1 AMP 24-20AWG Circular Signal Contacts 89F137 728.24 
354940-1 AMP Modular Plug Connectors 96F6512 138.36 601966-5 205089, 205090 Series Pin & Socket Contacts 92F8446 169.91 
Ratchet, Straight-Action, HD20 - 20-28AWG PIM_8179 
91503-1 AMP 20-28AWG Contacts 7205755 905.23 
PIM_8070 Standard 
Shell Termination Price Each 
Extraction Mfg. Part No. Size Type Stock No. 1-24+ 
For Use Price Each Plug, Metal Body 
Mfg. Part No. With Stock No. 1-4+ @ 1757823-8 DA-26 Crimp 16M3880 32.40 
@ 91067-2 AMPLIMITE Contacts Size 20 DM and 20 DF 44F8729 17.73 @ 1757823-9 DB-44 Crimp 16M3881 51.05 
PIM_5513220 @ 1757819-9 DC-37 Crimp 83K9412 44.41 
Plug, Steel Body 
Insertion @ 1757823-7 DE-15 Crimp 88K0498 31.48 
7 Receptacle, Metal Bod 
For Use | Erica Each! @ 1757824-8 DA-26 Crimp 16M3883 46.94 
Mfg. Part No. Description With Stock No. 1-4+ - - 
91286-1 | Insertion/Extraction Tool HDP-22 and HDP-20 Size 22 28-22| 90F1401| 35.99 @ 17578249 pea Grime HOMSEES 7772 
AWG Crimp Contacts, Size 20 28-20 @ 1757824-7 DE-15 Crimp 88K1516 55.42 
AWG Crimp Contacts, & Size 20 Posted PIM_5511519 
Contacts 
PIM_5513221 


OPEN-BARREL CRIMP TOOLS 


D URATOOL 


Crimp tools have full cycle ratcheting action for precise termination of open-barrel contacts. Mfg. part no. 1748 
has two crimping nests for AMP® D-Sub sizes 28-24 and 24-20 AWG. Mfg. part no. 1749 has 3 crimping nests 
for AMP® Multimate contacts 24-20, 18-16, and 28-24 AWG. A contact support and wire stop are provided. 
Locator and wire stop are provided. Both tools crimp wire and insulation in a single action. 
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AMP D-SUB CONNECTOR INSTALLER KITS 


RoHS. 
Gepiinpiat 
Kits include connector housing, backshell with grommets, hardware and Available 
24-20 AWG crimp snap-in or 26-22 AWG IDC contacts. 


AUTHORIZED DISTRIBUTOR 


Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-24+ 
Plug, Metal Body, HDP-20 Crimp Snap-In Shielded Backshell Kits 
@ 749805-8 DA-15 Crimp 12M7045 20.56 
@ 749805-9 DB-25 Crimp 42K7918 23.37 
Plug, Metal Body, HDP-20 Crimp Snap-In Unshielded Backshell Kits 
@ 749808-7 DB-25 Crimp 42K7921 9.57 
Plug, Nylon (Polyamide), Glass Filled, PET (Polyester) Body, HDE-20 IDC Unshielded 
Backshell Kits 
@ 749809-9 DB-25 IDC / IDT 42K7923 = 
> CONTINUED > 
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AMP D-SUB CONNECTOR INSTALLER KITS (CONT.) 


Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-24+ 

Plug, Steel Body, HDP-20 Crimp Snap-In Shielded Backshell Kits 

@ 749805-7 DE-9 Crimp 42K7917 7.14 
Plug, Steel Body, HDP-20 Crimp Snap-In Unshielded Backshell Kits 

@ 749808-8 DE-9 Crimp 42K7922 16.98 
Receptacle, Metal Body, HDP-20 Crimp Snap-In Shielded Backshell Kits 

@ 749806-8 DA-15 Crimp 12M7040 Aa 
@ 749806-9 DB-25 Crimp 42K7920 29.43 
Receptacle, Metal Body, HDP-20 Crimp Snap-In Unshielded Backshell Kits 

@ 749812-7 DE-9 Crimp 42K7924 12.50 
Receptacle, Steel Body, HDP-20 Crimp Snap-In Shielded Backshell Kits 

@ 749806-7 DE-9 Crimp 42K7919 15.07 
PIM_8003 


MIL-C-24308 METAL SHELL D-SUBS 


WITH CRIMP AND 
Pd. fee 


POKE TERMINALS 

Intermateable with all D-subs of comparable pin count and complying dimensionally with MIL-C-24308. Brass 
plug contacts or phosphor-bronze socket contacts; both machined and feature 50” gold over copper plating. 
Cadmium-plated steel shell with yellow chromate coating. Diallyl phthalate insulator material, per MIL-M-14, 
Type SDG-F, monoblock construction for improved electrical performance. Discrete cable-to-board; -to-panel; 


.cinch 


CONNECTIVITY SOLUTIONS 
abel group 


-to-discrete cable. UL recognized. 
Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-9+ 
Plug, Metal Body 
M24308/4-2F DA-15 Crimp 45F996 59.64 
Plug, Steel Body 
M24308/4-3F DB-25 Crimp 45F998 63.45 
M24308/4-4F DC-37 Crimp 45F1001 126.36 
M24308/4-1F DE-9 Crimp 45F844 83.17 
Receptacle, Metal Body 
M24308/2-2F DA-15 Crimp 45F997 35.40 
M24308/2-1F DE-9 Crimp 45F995 85.54 
Receptacle, Steel Body 
M24308/2-3F DB-25 Crimp 45F999 48.29 
PIM_8741 
SERIES 3 HIGH-RELIABILITY, METAL SHELL ay 7 h 
D-SUBS WITH j ] cincn 
CRIMP AND POKE pp coumeerry souriens 
TERMINALS 


"A 


Ideal for high-reliability applications. Brass plug contacts phosphor-bronze socket contacts; both machined and 
feature 30” gold over nickel plating. Zinc-plated steel shell with yellow chromate coating. UL94V-0 rated glass 
fiber-filled, diallyl phthalate insulator monoblock construction, for improved electrical performance. Discrete 
cable-to-board; -to-panel; -to-discrete cable. UL recognized. 
Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-9+ 
Plug, Metal Body 
DAMA-15P DA-15 Crimp 45F827 49.31 
DCMA-37P DC-37 Crimp 45F831 62.75 
DEMA-9P DE-9 Crimp 45F825 15.83 
Receptacle, Metal Body 
DAMA15S DA-15 Crimp 45F828 60.73 
DCMA-37S DC-37 Crimp 45F832 65.25 
DEMA-9S DE-9 Crimp 45F826 82.67 
PIM_8747 
CANNON HIGH-RELIABILITY, (S210 ia, 8 
MILITARY CRIMP D-SUB Available 4 
CONNECTORS ITT cannen 
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CONNECTORS & ACCESSORIES 
UB — CRIMP & POKE CONNECTORS 


CANNON HIGH-RELIABILITY, MILITARY CRIMP D-SUB CONNECTORS 
(CONT.) 


Shell Size: C 
z Contact Arrangement: 37 Ly 
#20 Contact Size: #20 


Crimp connectors feature removable copper alloy contacts plated with 50” gold per MIL-G-45204 Type II Grade 


C Class 1 over copper per MIL-C-14550. Steel shell per ASTM A-620 with yellow chromate over zinc finish and 
0.120” (3.15) thru-mount holes. Green insulator per MIL-M-14, type SDG-F. Accommodate wire from 18-30 
AWG. Current rating: 20 AWG, 5A. Receptacles include socket contacts, plugs include pin contacts. 
Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-4+ 
Plug, Steel Body, Yellow Chromate Plated Cadmium 
M24308/4-1F DE-9 Crimp 82H7813 18.30 
Plug, Steel Body, Yellow Chromate Plated Zinc 
M24308/4-2Z DA-15 Crimp 93F8874 7.45 
Receptacle, Steel Body, Yellow Chromate Plated Cadmium 
M24308/2-4F DC-37 Crimp 2400383 45.58 
Receptacle, Steel Body, Yellow Chromate Plated Zinc 
M24308/2-2Z DA-15 Crimp 53M2472 10.18 
M24308/2-3Z DB-25 Crimp 93F8877 24.56 
M24308/2-4 DC-37 Crimp 96F3623 22.54 
M24308/2-1Z DE-9 Crimp 93F8873 18.13 
Price Each 
Mfg. Part No. Description Stock No. 1-1-24+ 
M24308/26-2Z Female Screwlock, 4-40, 15.88 mm 15M8085 = 
PIM_8808 
D Sub Contacts 
AWG AWG Price Each 
Mfg. Part No. Max Min Stock No. 1-49+ 
Pin, Copper Alloy, Gold Plated Contacts 
M39029-64-369 20AWG 24AWG 0102726 0.56 
PIM_5511520 
CONTACTS FOR MIL-DTL-24308 =» TE 
CONNECTORS —, 
connectivity DEUTSCH 
i i | 
AWG AWG Price Each 
Mfg. Part No. Max Min Stock No. 1-9+ 
Pin, Copper Alloy, Gold Plated Contacts 
M39029/64-369 20AWG 24AWG 61R9130 = 
Socket, Copper, Gold Plated Contacts 
@ M39029/63-368 20AWG 24AWG 61R9129 0.91 
PIM_166295 
8656 SERIES CRIMP D-SUB CONNECTORS Amphenol 


<a = 
; FCi 
RoHS — 
Compliant 
Available 


8656 Series D Subminiature connectors feature removable crimp contacts for 24-20 wires. Used in commercial 
cabling applications like computer equipment. Accepts standard accessories. These connectors are suitable for 
input/output applications and interconnecting electronic equipment. 
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CONNECTORS & ACCESSORIES 


D-SUB — CRIMP & POKE CONNECTORS 


8656 SERIES CRIMP D-SUB CONNECTORS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


AMPLIMITE 0.050” SERIES I, Il, AND Ill CABLE CONNECTORS (CONT.) 


Shell | No. of For Use Price Each For Use Price Each 
Mfg. Part No. Size | Positions With Stock No. 1-9+ Mfg. Part No. Type With Stock No.|  1-1-9+ 
Plug, Steel Body @ 5749889-3 | Shielded Backshell Kit | 50 Position AMPLIMITE 0.050 Connectors | 39M3665 = 
@ 865615PLTXLF | DA 15 8656 Series Signal Contacts 63K0647 1.03 @ 5749193-1 | Shielded Backshell Kit | 50 Position AMPLIMITE 0.050 Connectors | 40P9847 | 140.67 
@ 865625PLTXLF DB 25 8656 Series Signal Crimp Contacts | 63K0649 = @ 5786152-3 | Shielded Backshell Kit | 68 Position AMPLIMITE 0.050 Connectors | 40P9860 12.30 
@ 865637PLTXLF DC 37 8656 Series Signal Contacts 53K1507 0.43 @ 749608-2 | Shielded Backshell Kit | 26 Position AMPLIMITE 0.050 Connectors | 42K7916 LAT 
@ 865609PLTXLF DE 9 8656 Series Signal Contacts 63K0645 0.30 @ 5749204-2 | Shielded Backshell Kit | 68 Position AMPLIMITE 0.050 Connectors | 42M1121 7.23 
Receptacle, Metal Body @ 5749193-2 | Shielded Backshell Kit | 50 Position AMPLIMITE 0.050 Connectors | 52M2069 8.14 
@ 865625SLTLF DB 25 8656 Series Signal Contacts 63K0650 1.23 @ 750877-7 Wire Lacing Cover AMPLIMITE 0.050 IDC Connectors 55C4623 1.60 
Receptacle, Steel Body @ 5750752-1 wi oy 78K5012 | 11.71 
@ 865615SLTLF DA 15 8656 Series Signal Crimp Contacts | 63K0648 0.93 @ 5749609-1 | Shielded Backshell Kit | 26 Position AMPLIMITE 0.050 Connectors | 82K9715 9.32 
@ 865637SLTLF DC 37 8656 Series Signal Contacts 63K0670 0.69 @ 5749206-1 | Shielded Backshell Kit}100 Position  AMPLIMITE 0.050] 84M6307] 15.91 
@ 865650SLTLF DD 50 8656 Series Signal Crimp Contacts | _72K4732 4.21 Connectors 
@ 865609SLTLE DE 9 8656 Series Signal Contacts 63K0646 0.89 @ 1-750877-7 | Wire Lacing Cover AMPLIMITE 0.050 IDC Connectors 96B3763 1.69 
PIM. 134254 @ 5750752-2 | Shielded Enclosure Kit | 68 Position AMPLIMITE 0.050 Connectors | 96M0103 | 22.76 
= PIM_40070 
D Sub Contacts , 
- D Sub Housings 
AWG AWG Price Each - 
Mfg. Part No. Max Min Stock No. 1-9+ No. of Wrice Each 
Pin, Phosphor Bronze, Gold Plated Contacts Mfg. Part No. Positions Stock No. 1-24+ 
© 8656352064LF 20AWG 24AWG 63K0664 0.14 @ 5750752-1 68 78K5012 FAL aA 
Socket, Phosphor Bronze, Gold Plated Contacts PIM_5511405 
@ 8656353064LF 20AWG 24AWG 63K0667 0.15 
PIM_5511401 V0 
No. of Contact Contact Price Each 
AMPLIMITE 0.050” SERIES I, Il, AND III CABLE RoHS Mfg. PartNo. | Contacts Material Plating Stock No. 1-9+ 
a Compliant 
CONNECTORS epee E SCSI, Plug 
connectivity @ 5749111-7 80 Phosphor Bronze Gold Plated Contacts 16M3370 = 
{AUTHORIZED DISTRIBUTOR SCSI, Plug, IDC / IDT 
@ 5749621-5 50 Phosphor Bronze Gold Plated Contacts 93K4569 11.17 
@ 5786090-7 68 Phosphor Bronze | Gold Plated Contacts 87K2479 — 
@ 5749621-8 80 Phosphor Bronze | Gold Plated Contacts 42K7531 28.75 
i) PIM_5511403 
749111, 749621 749699 
(Covers Assembled) 749080, 749081 749193, 749197 
; , Smid. D-SUB CONNECTORS WITH SOLDER POT © 
© For Round Jacketed Cable © Tin-Lead over Nickel Solder Tail Plating CONTACTS multicom 
© Wire Range: 30-28 AWG @ Thermoplastic Housing, Flammability Rated UL p 
@ Phosphor Bronze Contacts 94V-0 RoHS 
Suitable for transmission/switching applications. Ge tinoiat 
- Available 
Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-9+ 
Plug 
@ 5749111-8 100 DC / IDT 42K7518 = Plug 
@ 15500159 = = > sou 21,90) Receptacle Back View 
Soeur! 10.54 © Steel Shell with Tin Plating © Working Voltage: 500VDC; High-Density Versions 
© 5749621-2 26 DC /IDT 42K7527 4.44 © Glass-Filled Thermoplastic Insulator, Rated 300VDC 
@ 5749621-3 28 DC /IDT 55M8408 41.11 UL94V-0 © Current Pin Rating: 5A; High-Density Versions 3A 
© 5749621-4 40 DC/IDT 42K7528 4.96 4 ine ceniien ees @ ene i me ‘ aces er 
esigned for applications where space and weight are prime considerations. Connectors intermate wi 
© 5749210-7 68 DC /IDT azz 16.31 corresponding contact types. Solder pot machined or stamped brass contact pins. Gold- or tin-plated contact 
@ 5750913-7 68 DC / IDT 42K7549 11.41 finish. Wire size: 24 to 20 AWG. Operating temperature range: -55°C to +105°C. D-Sub connector punches are 
@ 1-5749111-0 DA-26 DC / IDT 42K6550 11.62 available; go online or call. 
@ 1-5750913-5 DD-50 DC / IDT 17R0839 13.60 Shell Termination Price Each 
Plug, PBT (Polybutylene Terephthalate), Glass Filled Body Mfg. Part No. Size Type Stock No. 1-249+ 
@ 5390377-7 68 DC /ID 32M0632 4.68 Plug, Steel Body, Gold-Plated High-Density Solder Pot Stamped Contacts 
Plug, Steel Body @ SPC15397 DA-26 Solder 79K4980 1.25 
@ 1-5750913-7 68 DC /ID 42K6551 7.51 @ SPC15305 DB-44 Solder 79K4899 2.00 
Plug, Zinc Body @ SPC15131 DC-62 Solder 79K4746 12.67 
@ 2-5174225-5 68 Solder 45M6172 24.62 @ SPC15388 DE-15 Solder 79K4971 5.18 
Receptacle Plug, Steel Body, Gold-Plated Solder Pot Machine Contacts 
@ 5749210-5 DD-50 DC / ID 419R3103 14.72 @ SPC15449 DA-15 Solder 79K5026 12.86 
Receptacle, Steel Body @ SPC15474 DB-25 Solder 79K5046 -— 
@ 5749699-7 68 DC / ID 42K7533 18.94 @ SPC15447 DC-37 Solder 79K5024 os 
@ 5786860-7 68 DC / ID 51P2812 15.45 @ SPC15318 DD-50 Solder 79K4912 271 
5 @ SPC15469 DE-9 Solder 79K5043 3.83 
For Use [Price Each Plug, Steel Body, Gold-Plated Solder Pot Stamped Contact 
Mfg. Part No. Type With Stock No.| _ 4-1-9+ ig, viee" ory, ben TSG ors ne = ats — 
© 5749854-1 |Shielded BackshellKit| 100 Position AMPLIMITE 0.050] o2ms696 | 20.75 esr : all ote 
Connectors @ SPC15422 DB-25 Solder 79K5003 6.89 
@ 5749190-1 | Shielded Backshell Kit] 20 Position AMPLIMITE 0.050 Connectors | 04M7215 | 10.74 @ SPC15275 DC-37 Solder 79K4872 0.99 
@ 5749081-1 | Shielded Backshell Kit) 100 Position AMPLIMITE 0.050] 06M3563 | 21.20 @ SPC15268 DD-50 Solder 79K4865 0.49 
Connectors @ SPC15435 DE-9 Solder 79K5015 4.14 
@ 1-750877-9 | Wire Lacing Cover AMPLIMITE 0.050 IDC Connectors 10H3466 0.32 Plug, Steel Body, Tin-Plated Solder End, Solder Pot Stamped Contacts 
@ 1-750877-5 | Wire Lacing Cover AMPLIMITE 0.050 IDC Connectors 1100946 1.71 @ SPC15239 DA-15 Solder 79K4837 4.73 
@ 5749080-1 | Shielded Backshell Kit | 50 Position AMPLIMITE 0.050 Connectors | 16M4038 15.60 @ SPC15323 DB-25 Solder 79K4915 5.31 
@ 5749195-2 | Shielded Backshell Kit | 68 Position AMPLIMITE 0.050 Connectors | 18M5711 14.51 @ SPC15230 DC-37 Solder 79K4829 8.44 
@ 5749192-1 | Shielded Backshell Kit | 40 Position AMPLIMITE 0.050 Connectors | 25R6580 11.21 
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D-SUB CONNECTORS WITH SOLDER POT CONTACTS (CONT.) 


CONNECTORS & ACCESSORIES 


AMPLIMITE HDE-20 IDC CONNECTORS (CONT.) 


UB — DISCRETE WIRE CONNECTORS 


Shell Termination | Price Each_ Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-249+ Mfg. Part No. Size Type Stock No. 1-9+ 

Plug, Steel Body, Tin-Plated Solder End, Solder Pot Stamped Contacts Receptacle, Metal Body, 30-26 AWG, 30” Gold Plated Contacts 

@ SPC15205 DD-50 Solder 79K4807 0.99 @ 1-745495-7 DB-25 IDC / IDT 16M2677 11.03 

@ SPC15391 DE-9 Solder 79K4974 3.61 @ 1-745491-6 DE-9 IDC / IDT 16M2673 5.69 
Receptacle, Steel Body, Gold-Plated High-Density Solder Pot Stamped Contacts Receptacle, Plastic Body, 26-22 AWG, 30” Gold Plated Contacts 

@ SPC15191 DA-26 Solder 79K4794 8.06 @ 745205-7 DA-15 IDC / IDT 42K7905 8.83 

@ SPC21088 DB-44 Solder 10M8339 6.38 @ 745209-7 DB-25 IDC / IDT 16M3425 9.75 

@ SPC15307 DE-15 Solder 79K4901 0.72 @ 745201-7 DE-9 IDC / IDT 42K7903 6.28 
Receptacle, Steel Body, Gold-Plated Solder Pot Machine Contacts Receptacle, Plastic Body, 26-22 AWG, Gold Flash Contacts 

@ SPC15452 DA-15 Solder 79K5028 12.58 @ 745201-9 DE-9 IDC / IDT 42K7904 7.82 

@ SPC15473 DB-25 Solder 79K5045 3.24 PIM_8161 

@ SPC15420 DC-37 Solder 79K5001 2.50 

estes es cal hee 3.53 AMPLIMITE HDE-20 APPLICATION TOOLS 

@ SPC15477 DE-9 Solder 79K5049 5.04 — TE 
Receptacle, Steel Body, Gold-Plated Solder Pot Stamped Contacts a attr 

@ SPC15299 DA-15 Solder 79K4893 6.18 SUES EEE 
@ SPC15400 DB-25 Solder 79K4983 7.41 

@ SPC15306 DC-37 Solder 79K4900 11.83 

@ SPC15341 DD-50 Solder 79K4933 13.85 

@ SPC15453 DE-9 Solder 79K5029 4.31 

Receptacle, Steel Body, Tin-Plated Solder End, Solder Pot Stamped Contacts 

@ SPC15316 DA-15 Solder 79K4910 4.86 

@ SPC15276 DB-25 Solder 79K4873 4.91 ger 

@ SPC15211 DC-37 Solder 79K4813 6.05 —— a 

@ SPC15187 DD-50 Solder 79K4790 1.02 Manual pistol-style hand tool consists of two parts: mfg. part no. 58063-2 modular rotating crimp head assembly 
@ SPC15411 DE-9 Solder 79K4993 3.61 and mfg. part no. 58074-1 manual pistol-grip tool handle, both ordered separately, to terminate one unstripped 
PiMa705 wire per cycle and index the connector to the next terminating position. Mfg. part no. 91287-1 is a T-handle 


wire insertion tool. 


AMPLIMITE HDE-20 IDC CONNECTORS 


ie 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


Metal-Shell Receptacle 


Metal-Shell Plug 
@ Rated UL94V-0 
@ Tin-Lead Plating on Termination End Over Nickel 
Designed for terminating solid or up to 7-strand discrete wire and jacketed cable. Choice of tin-plated steel 
shell with thermoplastic insert or complete thermoplastic housing. Pre-loaded insulation displacement phosphor 
bronze crimp contacts finished with gold on mating end. UL recognized, CSA certified. Order application tools 


Underplating 


Price Each 
Mfg. Part No.| Accessory Type For Use With Stock No. 1-4+ 
Manual Pistol-Grip Tool Handle 
§8074-1 Manual Pistol Grip Tool | Interchangeable Modular Head| 50F783 162.78 
Assemblies: 58372-1, 58063-2, 58569-1, 
58336-1, 58246-2, 58246-1, 58247-1 and 
58443-1 
Modular Rotating Crimp Head Assembly 
58063-2 58074-1 Manual Pistol-Grip Tool Handle] 50F663 632.01 
and 58075-1 Air Pistol-Grip Tool Handle 
T-Handle Wire Insertion Tool 
91287-1 HDE Connectors 50F2043 20.70 
PIM_8025 


separately. 


Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-9+ 
Plug, Metal Body, 22-20 AWG, 30” Gold Plated Contacts 
@ 1-745492-9 DE-9 DC / ID 42K6566 7.10 
Plug, Metal Body, 26-22 AWG, 30)” Gold Plated Contacts 
@ 1-745494-5 DA-15 DC / ID 42K6569 Adee 
@ 1-745496-7 DB-25 DC / ID 42K8648 15.48 
@ 1-745498-5 DC-37 DC / ID 42K8651 12.01 
@ 1-745492-8 DE-9 DC / ID 42K6565 5.68 
Plug, Metal Body, 26-22 AWG, Gold Flash Contacts 
@ 1-745494-6 DA-15 DC / ID 16M2676 = 
@ 1-745496-8 DB-25 DC / ID 42K8649 2.35 
@ 2-745492-0 DE-9 DC / ID 14M8347 10.63 
Plug, Metal Body, 30-26 AWG, 30,1” Gold Plated Contacts 
@ 1-745494-7 DA-15 DC / ID 42K6570 7.72 
@ 1-745496-9 DB-25 DC / ID 16M2678 12.13 
@ 1-745498-6 DC-37 DC / ID 42K6571 153: 
@ 1-745492-7 DE-9 DC / ID 16M2674 9.75 
Plug, Plastic Body, 26-22 AWG, 30)” Gold Plated Contacts 
@ 745207-7 DA-15 DC / ID 02M5649 8.23 
@ 745211-7 DB-25 DC / ID 16M3426 13.16 
Plug, Plastic Body, 26-22 AWG, Gold Flash Contacts 
@ 745203-9 DE-9 DC / ID 16M4074 6.95 
Receptacle, Metal Body, 22-20 AWG, 30” Gold Plated Contacts 
@ 1-745491-9 DE-9 DC / ID | 42K6563 7.87 
Receptacle, Metal Body, 26-22 AWG, 30y” Gold Plated Contacts 
@ 1-745493-4 DA-15 DC / ID 42K6567 7.89 
@ 1-745495-8 DB-25 DC / ID 42K8647 os 
@ 1-745491-7 DE-9 DC / ID 42K6561 6.52 
Receptacle, Metal Body, 26-22 AWG, Gold Flash Contacts 
@ 2-745495-0 DB-25 DC / ID 16M2851 18.91 
@ 1-745491-8 DE-9 DC / ID 42K6562 6.28 
> CONTINUED > 
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TE CONNECTIVITY’S AMP AMPLIMITE® D-SUB HARDWARE 


Female Screwlock Kit 


Locking Post Assembly 
Female screwlock kits fit plastic or metal 


Reliefs 


shell connector. 


igs 


connectivity 


AUTHORIZED DISTRIBUTOR 


Spring Latch for Strain 


RoHS 
Compliant 
Available 


Price Each 
Mfg. Part No. Screw Length Connector Shell Size Stock No. 1-9+ 

Slidelock 
@ 745779-2 13.72mm 1,2,3,4 44F8751 2.35 
#2-56 - D-Sub Slide Latch Kit 
@ 5745583-1 0.547" 2 14M8511 4.49 
Slidelock 
@ 745245-2 sis DE, DA, DB, DC 50F604 1.48 
2-56 - D-Sub Locking Post Assembly 
@ 5747242-1 15.62mm 16M3350 3.50 
2-56 - D-Sub Slide Latch Kit 
@ 5745584-1 13.89mm 3 164025 12.39 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


D-SUB — DISCRETE WIRE CONNECTORS 


TE CONNECTIVITY’S AMP AMPLIMITE® D-SUB HARDWARE (CONT.) D Sub Jack Screws (CONT.) 
Price Each Price Each 
Mfg. Part No. Screw Length Connector Shell Size Stock No. 1-9+ Mfg. Part No. Screw Length Stock No. 1-24+ 
2-56 - Female Screwlock Kit 4-40, M2.6 
@ 786585-2 5.21mm 99F8999 3.47 @ 5749765-3 12.77mm 16M3374 1.92 
@ 5747223-3 18.99mm et 84K8486 2.93 4-40 UNC 
4-40 - D-Sub Latching Block @ 5745647-1 0.22” 16M3333 ron. 
@ 745403-8 ans 1,2,3,4 44F8752 1.60 @ 5205980-4 5.6mm 31K8737 1.16 
@ 208101-8 ans 1, 2,3,4 90F5297 1.74 @ 5205980-1 5.6mm 45K1515 3.09 
4-40 - D-Sub Locking Post Assembly @ 5746881-1 0.3” 74K3524 224 
@ 5206514-6 14.22mm at 04M8126 3.02 PIM_5511336 
4-40 - D-Sub Slide Latch Kit 
=e) —— ~ | —. 299 AMPLIMITE HDP-20 AND HDE-20 SERIES QUIK-SNAP 
@ 5745583-7 .45” 5.36 BACKSHELL KIT CABLE EXIT = 
4-40 - Female Screwlock cour TE 
© 5748270-2 11.94mm Z [163368 0.97 MHD DstaRTEe 
4-40 - Female Screwlock Kit, Clear RoHS 
Compliant 
© 5207719-3 18.99mm rm [__ 163205 1.43 Seperate 
4-40, M3 - D-Sub Locking Post Assembly 
@ 5206514-1 10.41mm ait | 57K9751 3.81 
4-40 UNC - D-Sub Slide Latch Kit 
@ 5745583-5 0.415” 2 | 58K3487 Safa 
4-40 UNC - Female Screwlock 
@ 5747877-3 9.47mm ae 16M4033 we 
4-40 UNC - Female Screwlock Kit 
@ 5745563-1 11.13mm was 16M4024 2.90 CABLE GATE 
e = FI @ All-Plastic Cable Clamp Kit for HDP-20 and HDE- = @ Quick Assembly 
4-40 UNC - Female Serewlock Kit, Clear 20 Series D-Sub Connectors @ No Special Tools Required 
@ 5205817-3 12.7mm “ 60K8282 1.67 @ Ideal for Jacketed Cable 
4-40 UNC - Female Screwlock Kit, Yellow Each kit has cable exit option of 180° or 120°, and includes 1 hinged clamp, 1 cable exit gate plug (used to close 
@ 5205817-1 12.7mm ] 45K1514 274 unused cable exit), 2 zinc-plated carbon steel screws, 1 stainless steel relief clip and 2 stainless steel retainer 
52077194 78.99mm = 16M3204 avin clips for metal-shell connector applications. 
- Exit Price Each 
; | Price Each_ Mfg. Part No. Shell Size Angle Stock No. 1-24+ 
Mig. Part No. Accessory Type shor Use: nitty StockiNos MMI 242 PP (Polypropylene) Body - without Retainer Screws and Clips, 0.785” 
Yes5205933-4 Standoff Bushing Amplimite D Sub Connectors 16M3195 2.16 © 5750100-1 DE 120°, 180° 40P9849 4.99 
Yes745777-4 EMI / RFI Gasket AMPLIMITE RE inte D| 16M3428 6.03 PP (Polypropylene) Body - with Retainer Screws and Clips, 0.785” 
Yes5747024-3|  EMI/RFIGasket  |AMPLIMITE  Subminiature D| 4aK7a27 | 2.22 Bose iE ey Bees 4.39 
Connectors PP (Polypropylene) Body - with Retainer Screws and Clips, 1.110” 
Yes5747025-3 EMI / RFI Gasket AMPLIMITE = Subminiature DJ 42K7428 5.47 @ 5749915-2 DA 120°,180° 16M3376 8.12 
: : Connectors PP (Polypropylene) Body - with Retainer Screws and Clips, 1.650” 
Yes745255-2 | Stainless Steel Spring Latch | Shell Aes Iatet hee biergs D| 44F8760 4.91 @ 5749626-2 DB 120°,180° 16M3372 8.23 
Yes747746-1 Grommet Amplimite Size 1 and 2 Cable] 95F2703| 0.72 PIN PnS 
Clamps 
PIM_8073 AMPLIMITE HDP-20 AND HDE-20 CABLE CLAMPS 
D Sub Backshells 
Bi Price Each AUTHORIZED ais 
Mfg. Part No. Shell Size Angle Stock No. 1-9+ Soper 
Zinc Alloy Body Males 
@ 1-5745172-3 DA 180° 16M3861 16.15 
@ 5745173-1 DB 180° 16M4021 17.58 
@ 5745174-1 DC 180° 16M4022 6.97 
@ 5745171-5 DE 180° 64K3473 9.55 
PIM_5511335 For HDP-20 or HDE-20 series metal shell connectors. 
Exit Price Each 
D Sub Jack Screws Mfg. Part No. Shell Size Angle Stock No. 1-9+ 
Price Each RFI/EMI Shielded Cable Clamps 
Mfg. Part No. Screw Length Stock No. 1-24+ © 5745173-5 DB 180° 16M3320 16.49 
M3 ABS (Acrylonitrile Butadiene Styrene) Body - Black Shielded Cable Clamps 
@ 5207871-1 7 46M3992 4.83 @ 5748678-2 DA 180° 14M8868 10.05 
© 52078724 12.7mm 16M3206 1.40 © 5748678-3 pe 180° ASMS368) 6.23 
2-56 @ 5748678-4 DC 180° 16M3369 8.53 
@ 749087-2 4.39mm 92F4858 2.92 @ 5748678-5 DD 180° 16M4037 4.89 
4-40 @ 5748678-1 DE 180° 16M3367 5.74 
@ 750831-1 457mm 0803742 4.04 Metal Body - Shielded Cable Clamps 
© 5745136-1 5.08mm 04M4330 0.90 © 5748676-1 DE 180° [__s7Ko249 10.60 
@ 5745136-3 5.08mm 16M3314 271 Nylon (Polyamide) Body - Dataphone Cable Clamps 
@ 750644-1 5.21mm 66F3093 7.82 @ 5745122-2 DA 180° | 16M3311 ess 
@ 749087-4 8.81mm 50B639 5.01 Thermoplastic Body - Black Shielded Cable Clamps 
© 5745563-3 11.13mm 412043 2.96 © 5745082-1 we oo°,i80°|__temaoz0 = 
@ 5207952-3 11.143mm 16M3208 457 Thermoplastic Body - Box & Lid Unshielded Cable Clamps 
@ 5207952-1 41.13mm 68K1801 4.42 @ 207470-1 DA 90°,180° 44F8741 5.83 
@ 5748558-4 42.7mm 84K0760 3.69 @ 207345-1 DB 90°,180° 44F8742 6.22 
© 747784-8 48.77mm 33R1843 9.28 © 207473-1 DC 90°,180° ase7es 11.34 
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CONNECTORS & ACCESSORIES 


D-SUB — DISCRETE WIRE CONNECTORS 


AMPLIMITE HDP-20 AND HDE-20 CABLE CLAMPS (CONT.) 


AMPLIMITE HDP-20 AND HDE-20 CABLE CLAMPS (CONT.) 


Exit Price Each Exit Price Each 
Mfg. Part No. Shell Size Angle Stock No. 1-9+ Mfg. Part No. Shell Size Angle Stock No. 1-9+ 
Thermoplastic Body - Box & Lid Unshielded Cable Clamps Zinc Alloy Body - RFI/EMI Shielded Cable Clamps, 0.225” Cable 0.D 
@ 207476-1 DD 90°,180° 44F8734 8.58 @ 5745172-3 DA 180° 04M7291 12.27 
@ 207467-1 DE 90°, 180° 44F8740 6.11 Zinc Alloy Body - RFI/EMI Shielded Cable Clamps, 0.250” Cable 0.D 
Thermoplastic Body - Box & Lid Unshielded Cable Clamps with Male Screw Retainers @ 5745171-1 DE 180° 16M3315 13.98 
@ 5207908-7 DB 90°,180° 16M3207 7.83 Zinc Alloy Body - RFI/EMI Shielded Cable Clamps, 0.300” Cable 0.D 
@ 1-5207908-0 DC 90°,180° 16M2663 13.67 @ 5745172-2 | DA 180° 16M3317 8.90 
@ 5207908-1 DE 90°,180° 01M5268 8.44 Zinc Alloy Body - RFI/EMI Shielded Cable Clamps, 0.350” Cable 0.D 
Thermoplastic Body - Clampshell Unshielded Cable Clamps @ 5745173-4 DB 180° 16M3319 6.79 
@ 5205730-1 DA 45°,180° 79K1810 6.03 @ 5745174-5 DC 180° 84K8485 11.86 
@ 5205718-1 DB 45°,180° 79K5114 3.74 Zinc Alloy Body - RFI/EMI Shielded Cable Clamps, 0.375” Cable 0.D 
@ 5205731-1 DC 45°,180° 16M3193 6.34 @ 5745172-1 DA 180° 16M3316 12.47 
@ 5205732-1 DD 45°,180° 16M3194 4.11 Zinc Alloy Body - RFI/EMI Shielded Cable Clamps, 0.425” Cable 0.D 
@ 5205729-1 DE 45°,180° 78K6716 Bilve @ 5745174-4 DC 180° 16M3322 6.37 
Thermoplastic Body - Clampshell Unshielded Cable Clamps - Short Body Zinc Alloy Body - RFI/EMI Shielded Cable Clamps, 0.430” Cable 0.D 
@ 5206393-1 DA 45°,180° 51M4706 5.08 @ 5745173-3 DB 180° 58K3490 8.93 
Thermoplastic Body - Clampshell Unshielded Cable Clamps with Male Screw Retainers Zinc Alloy Body - RFI/EMI Shielded Cable Clamps, 0.450” Cable 0.D 
@ 5206478-2 DA 45°,180° 16M3200 4.02 @ 5745175-5 DD 180° 16M3324 17.36 
@ 5206478-3 DB 45°,180° 16M3201 5.25 Zinc Alloy Body - RFI/EMI Shielded Cable Clamps, 0.480” Cable 0.D 
@ 5206478-1 DE 45° 180° 16M3199 6.16 @ 5745173-2 DB 180° 16M3318 10.35 
Thermoplastic Body - Clampshell Unshielded Cable Clamps with Male Screw Retainers - Zinc Alloy Body - RFI/EMI Shielded Cable Clamps, 0.500” Cable 0.D 
Short Body © 5745174-3 DC 180° 16M3321 14.54 
© 1-5206478-2 DE 45°, 180° AEROSE 3.48 Zinc Alloy Body - RFI/EMI Shielded Cable Clamps, 0.525” Cable 0.D 
Thermoplastic Body - Low Profile Unshielded Cable Clamps © 5745175-4 DD 180° 16M3323 9.65 
@ 745550-1 DE 90° 928460 4.79 Zinc Alloy Body - RFI/EMI Shielded Cable Clamps, 0.575” Cable 0.D 
Thermoplastic Body - RFI/EMI Shielded Cable Clamps, 0.200” Cable 0.D © 5745174-2 DC 180° 31M3595 13.68 
@ 5745854-5 DE 180° 04M6854 = Zinc Alloy Body - RFI/EMI Shielded Cable Clamps, 0.600” Cable 0.D 
Thermoplastic Body - RFI/EMI Shielded Cable Clamps, 0.250” Cable 0.D © 5745175-3 DD 180° 58M1740 14.56 
© 5745854-3 DE 180° 80K7955 7.48 Zinc Alloy Body - RFI/EMI Shielded Cable Clamps, 0.675” Cable 0.D 
Thermoplastic Body - RFI/EMI Shielded Cable Clamps, 0.280” Cable 0.D © 5745175-2 DD 180° 48M4472 8.15 
© 5745833-9 DE ‘180° doMez3¢) 6.80 Zinc Alloy Body - Shielded Cable Clamps 
Thermoplastic Body - RFI/EMI Shielded Cable Clamps, 0.300” Cable 0.D © 5748676-2 DA 180° 716M3360 12.16 
@ 5747099-5 DA 180° 16M3345 = 57486763 DB Ta0° 716M3361 TAGE 
Thermoplastic Body - RFI/EMI Shielded Cable Clamps, 0.350” Cable 0.D © 5748676-4 DC 180° 716M3362 9.32 
© 5745833-7 DB 180° 16M3341 = © 5748676-5 DD 180° 16M3363 15.79 
Thermoplastic Body - RFI/EMI Shielded Cable Clamps, 0.370” Cable 0.D Zinc Body - RFI/EMI Shielded Cable Clamps 
© 5745854-1 DE 180° 16M3342 8.40 © 574517541 DD Tao 5OK3403 TE 
Thermoplastic Body - RFI/EMI Shielded Cable Clamps, 0.375” Cable 0.D Pcelper 
@ 5747099-3 DA 180° 76K0842 Tas) For Use Kit 
Thermoplastic Body - RFI/EMI Shielded Cable Clamps, 0.430” Cable 0.D Mfg. Part No. Type With StockNo. | 1-1-9+ 
© 5747099-1 DA 180° 16M3344 9.51 © 747784-3 | D Sub Jack Screw 7 50F492 6.30 
© 5745833-5 DB 180° 16M3340 waz @ 747973-1 Grommet Amplimite D Subminiature Connectors | 50F623 0.52 
Thermoplastic Body - RFI/EMI Shielded Cable Clamps, 0.530” Cable 0.D piMport 
@ 5745833-1 DB 180° 76K0837 8.35 
Thermoplastic Body - RFI/EMI Shielded Cable Clamps, 0.650” Cable 0.D 
© 57471004 DC 180° 50M8567 ND AMPLIMITE ALUMINUM FERRULES 
Thermoplastic Body - RFI/EMI Shielded Cable Clamps, 0.750” Cable 0.D 
@ 5747098-1 DD 180° 34P1028 12.00 
Thermoplastic Body - Shielded Cable Clamps asia sears re 
@ 5748677-2 DA 180° 16M3365 5.30 Ose 
@ 5748677-3 DB 180° 16M3366 8.33 
@ 5748677-4 DC 180° 16M4036 8.28 
@ 5748677-5 DD 180° 80K0901 24.52 
@ 5748677-1 DE 180° 16M3364 5.38 
Thermoplastic Body - Unshielded Cable Clamps P1420 
@ 5206471-1 DA 90°, 180° 16M3197 2.34 Sanaa eer 
@ 5206472-1 DB 90°,180° 16M3198 7.54 
@ 5745134-1 DB 90°,180° 16M3312 6.79 7-745129-1 
@ 5745081-1 DC 90°,180° 16M3309 ee For shielded cable clamps, ordered separately. 
Zinc Alloy Body - RFI/EMI Cable Shields, 0.280” Cable 0.D Cable Price Each 
@ 5745653-5 DB 90° 55M6832 18.57 Mfg. Part No. Dia. Max. Stock No. 1-9+ 
Zinc Alloy Body - RFI/EMI Cable Shields, 0.300” Cable 0.D Hdp-20 Ferrules For Shielding Hardware Kits 
@ 5745652-3 DA 90° 16M3335 13.61 @ 3-747579-2 8.23mm 42K6873 0.53 
Zinc Alloy Body - RFI/EMI Cable Shields, 0.355” Cable 0.D @ 3-747579-4 9.53mm 42K6874 = 
@ 5745653-4 DB 90° 16M3337 19.45 @ 2-747580-1 10.97mm 05M6497 0.97 
Zinc Alloy Body - RFI/EMI Cable Shields, 0.375” Cable 0.D @ 2-747579-7 11.05mm 70M8805 1.57 
@ 5745652-2 DA 90° 16M4027 21.36 @ 3-747579-6 11.56mm 42K6875 0.32 
Zinc Alloy Body - RFI/EMI Cable Shields, 0.430” Cable 0.D @ 2-747580-2 14.28mm 89M4615 = 
© 5745652-1 DA 90° 16M3334 16.94 Inner-Crimp Ferrules 
Zinc Alloy Body - RFI/EMI Cable Shields, 0.480” Cable 0.D @ 7-745129-1 42K7662 afl 
@ 5745653-2 DB 90° 05R8701 Ane @ 6-745129-9 42K7633 4.73 
Zinc Alloy Body - RFI/EMI Shielded Cable Clamps, 0.200” Cable 0.D @ 7-745129-2 42K7663 59) 
@ 5745171-2 DE 180° 84K8483 9.88 @ 7-745129-6 42K7665 11.57 
@ 7-745129-0 8mm 42K7661 2.50 
> CONTINUED > > CONTINUED > 


1.800.463.9275 © newark.com 


elementiu 249 


CONNECTORS & ACCESSORIES 


D-SUB — DISCRETE WIRE CONNECTORS 


AMPLIMITE ALUMINUM FERRULES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


AMPLIMITE HDP-20 SOLDER CUP CONNECTORS WITH 


en PriceEach. © PRE-LOADED CONTACTS =TE 
Mfg. Part No. Dia. Max. | Stock No. 1-9+ Kogan 
Outer-Crimp Ferrules AUTHORIZED DISTRIBUTOR 
@ 4-745130-5 16M3095 2.83 Osa 
@ 4-745130-0 a 42K6897 0.42 a Available 
@ 3-745130-8 6.15mm 42K6871 1.01 A G 
@ 3-747579-0 6.25mm 69K7743 0.22 
@ 3-745130-9 8.99mm 42K6872 — 
@ 2-747580-3 9.78mm 42K6841 alAlze 
@ 4-745130-1 10.92mm 42K8672 2.40 Receptacle 
Split-Ring Ferrules 
@ 745508-2 5.59mm 89F721 ae Plug 
@ 745508-3 6.6mm 44F8826 0.59 Steel Shell with tin plating. Connector inserts are UL94V-0 rated black thermoplastic. Pre-loaded non-removable 
a sina dari O47 rama sol or stranded wre. Fi0.062" (15 thick PC boar, UL revagnized fle EZ8476. CSA cred. 
© 745508-6 2otmm peli wise Shell Termination Price Each 
@ 745508-1 11.43mm 44F8825 208 Mfg. Part No. Size Type Stock No. [19+ 
For Use Price Each Plug, Steel Body, 30,1” Gold Plated Contacts with Grounding Indents 
Mfg. Part No. Description Type With Stock No. 1-1-9+ @ 5-747904-5 DE-9 Solder 45N3921 256 
@ 7-745129-9 | Inner-Crimp Ferrules | Ferrule | AMPLIMITE D Sub Connectors | 42K7666 5.61 Plug, Steel Body, Gold Flash Contacts 
PIM_8072 @ 5-747912-4 DB-25 Solder 74R7414 3.09 
Plug, Steel Body, Gold Flash Contacts with Grounding Indents 
AMPLIMITE D-SUB HARDWARE © 5-747908-2 DA-15 Solder 79K3495 ea 
@ 5-747912-2 DB-25 Solder 79K3497 3.68 
@ 5-747916-2 DC-37 Solder 79K3499 6.32 
AUTHORIZED DISTRIBUTOR @ 5-747904-2 DE-9 Solder 52K3762 4.32 
P 2) Gee tinoian Receptacle, Steel Body, Gold Flash Contacts 
Available @ 5-747909-2 DA-15 Solder 79K3496 5.49 
@ 5-747913-2 DB-25 Solder 79K3498 5.36 
Map Sot Neen Ns © 5-747917-2 DC-37 Solder 79K3500 9.28 
pena exne @ 5-747905-2 DE-9 Solder 78K6626 4.00 
L peking Fost Asseitoly Receptacle, Steel Body, Gold Flash Contacts with Clinch Nuts 
[Price Each =“ @ 5-747905-7 DE-9 Solder 52K3763 7.86 
Mfg. Part No. Screw Length Stock No. 1-24+ Syicarass 
#4-40 3 
@ 5205818-2 | 7.93mm 74M9499 0.27 
© 5206052-3 1.1mm 46M2815 2415 SEALED AMPLIMITE D-SUBMINIATURE CONNECTORS ae 
+40 \ \ =TE 
@ 5207953-2 6.35mm 67K2577 0.37 eet 
@ 5207952-3 11.13mm 16M3208 4.57 ete oe oe 
@ 5207952-1 11.13mm 68K1801 4.42 
@ 5748271-1 11.94mm 51M2571 3.22 
© 609-006-1 17.76mm 93F8149 9.11 Mil-spec AMPLIMITE connectors from TE Connectivity (TE) are now available with environmental sealing 
@ 609-003 17.78mm 93F8148 8.21 to exceed IP67 performance levels, having been successfully tested by TE submerged to 1 m depth. The 
4-40 UNC — include both grommet sealing on the wire-entry end and a one-piece interfacial seal on the mating 
@ 5745647-1 0.22" 16M3333 DEP) - Sal Sree ACSI 
a dE ud ios 228 Mfg. Part No. Size Type Stock No. 1-4+ 
For Use Price Each Plug, Steel Body 
Mfg. Part No. Type With Stock No. 1-1-9+ 2157480-2 DA-15 Crimp TAY8982 an 
@ 5746881-2 Screw Retainer | AMPLIMITE D Subminiature Connectors 40P9844 0.76 2221860-2 DA-26 Crimp 74Y8998 94.58 
@ 748274-2 Screw Retainer | AMPLIMITE D Subminiature Connectors 93B6165 0.12 2157480-3 DB-25 Crimp 748983 68.05 
PIM_69723 2221860-3 DB-44 Crimp 748999 85.66 
2157480-4 DC-37 Crimp 74Y8984 82.10 
D Sub Screwlocks & Slidelocks 2221860-4 DC-62 Crimp 74Y9000 = 
Price Each 2157480-5 DD-50 Crimp 74Y8985 53.16 
Mfg. Part No. Screw Length Stock No. | 1-98 2221860-5 DD-78 Crimp 74Y9001 151.91 
4-40 - D-Sub Locking Post Assembly 2221860-1 DE-15 Crimp 748997 74.26 
@ 5206514-6 | 14.22mm 04M8126 3.02 2157480-1 DE-9 Crimp 74Y8981 86.64 
4-40 2221860-6 DF-104 Crimp 74Y9002 153.24 
@ 5207953-3 | 11.13mm 43M0194 0.14 Receptacle, Steel Body 
4-40 - Female Screwlock Kit, Clear 2157481-2 DA-15 Crimp 74Y8987 48.76 
@ 5207719-3 18.99mm 16M3205 1.43 2221760-2 DA-26 Crimp TA4Y8992 eee: 
4-40, M3 - D-Sub Locking Post Assembly 2157481-3 DB-25 Crimp 74Y8988 59.45 
@ 5206514-1 10.41mm 57K9751 3.81 2221760-3 DB-44 Crimp TAY8993 — 
4-40 UNC 2157481-4 DC-37 Crimp 74Y8989 116.83 
@ 5205818-3 7.93mm 10M5731 = 2221760-4 DC-62 Crimp 74Y8994 = 
4-40 UNC - Female Screwlock Kit, Clear 2157481-5 DD-50 Crimp 74Y8990 50.60 
@ 5205817-3 12.7mm 60K8282 1.67 2221760-5 DD-78 Crimp 74Y8995 65.69 
4-40 UNC - Female Screwlock Kit, Yellow 2221760-1 DE-15 Crimp 74Y8991 49.87 
@ 5205817-1 12.7mm 45K1514 2.74 2157481-1 DE-9 Crimp T4Y8986 41.22 
@ 5207719-1 18.99mm 16M3204 2.48 2221760-6 DF-104 Crimp 74Y8996 28.10 
PIM_5511334 PIM_5488525 
D-Sub Housings 
> CONTINUED > 
250 Go online or call for non-compliant or =? ROHS Compliant products. See page 2 


CONNECTORS & ACCESSORIES 


UB — DISCRETE WIRE CONNECTORS 


D-Sub Housings (CONT.) 17D SERIES D-SUB 
Shell | No. of For Use Price Each CONNECTOrS (CONT.) 
Mfg. PartNo. | Size | Positions With Stock No. 1-9+ Shell Termination Price Each 
Plug, Steel Body Mfg. Part No. Size Type Stock No. [1-24 
1-2157480-2 | DA 15 TE Size 20 205089-1 Pin Contacts 78Y5311 11.38 Plug, Metal Body, Tinned Shell w/ Dimples 
1-2221860-2 DA 26 TE Size 22 204370-2 Pin Contact 78Y5334 94.44 @L717DE09P DE-9 Solder 88K0572 6.39 
1-2157480-3 DB 25 TE Size 20 205089-1 Pin Contacts 78Y5312 — @L717DE09PF179 DE-9 Wire Wrap 01M0826 4.90 
1-2221860-3 | DB 44 TE Size 22 204370-2 Pin Contact 78Y5335 = Plug, Metal Body, Tinned Shell w/ Dimples, Straight Contact 
1-2157480-4 DC 37 TE Size 20 205089-1 Pin Contacts 78Y5313 — @L717DA15PU DA-15 Solder 82K9144 = 
1-2221860-4 DC 62 TE Size 22 204370-2 Pin Contact 78Y5336 22.00 @1717DB25PU DB-25 Solder 01M0696 1.74 
1-2157480-5 DD 50 TE Size 20 205089-1 Pin Contacts 78Y5314 a @1717DC37PU DC-37 Solder 01M0749 12.58 
1-2221860-5 DD 78 TE Size 22 204370-2 Pin Contact 78Y5337 24.71 @1717DD50PU DD-50 Solder 01M0788 12.38 
1-2157480-1 DE 9 TE Size 20 205089-1 Pin Contacts 78Y5310 es @1L717DE09PU DE-9 Solder 82K9142 441 
1-2221860-1 DE 15 TE Size 22 204370-2 Pin Contact 78Y5333 = Receptacle, Metal Body, Tinned Shell 
1-2221860-6 DF 104 TE Size 22 204370-2 Pin Contact 78Y5338 27.24 @ L77DA15SF179 DA-15 Wire Wrap 86K8364 — 
Receptacle, Steel Body @L77DA15S DA-15 Solder 87K2385 6.91 
4-2157481-2 DA 15 TE Size 20 205090-1 Socket Contacts | 78Y5316 = @177DB25S DB-25 Solder 01M1729 14.82 
4-2221760-2 DA 26 E Size 22 204351-1 Socket Contact 78Y5328 15.83 @ L77DB25SF179 DB-25 Wire Wrap 01M1744 11.54 
1-2157481-3 DB 25 TE Size 20 205090-1 Socket Contacts | 78Y5317 52.13 @177DC37S DC-37 Solder 01M1785 15.72 
1-2221760-3 DB 44 E Size 22 204351-1 Socket Contact 78Y5329 5 @ L77DC37SF179 DC-37 Wire Wrap 01M1794 7.76 
1-2157481-4 DC 37 TE Size 20 205090-1 Socket Contacts | 78Y5318 16.19 @177DD50S DD-50 Solder 01M1824 24.01 
1-2157481-5 DD 50 TE Size 20 205090-1 Socket Contacts | 78Y5319 — @L77DE09S DE-9 Solder 01M1858 6.94 
1-2221760-5 DD 78 E Size 22 204351-1 Socket Contact 78Y5331 = @ L77DE09SF179 DE-9 Wire Wrap 01M1870 2.87 
1-2157481-1 DE 9 TE Size 20 205090-1 Socket Contacts | 78Y5315 ae Receptacle, Metal Body, Tinned Shell, Straight Contact 
1-2221760-1 DE 15 E Size 22 204351-1 Socket Contact 78Y5327 = @L77DA15SU DA-15 Solder 80K9751 = 
1-2221760-6 DF 104 E Size 22 204351-1 Socket Contact 78Y5332 — @L77DB25SU DB-25 Solder 01M1760 11.29 
PIM_5532369 @ L77DC37SU DC-37 Solder 87K2053 7.56 
__ sss @ L77DD50SU DD-50 Solder 01M1836 9.27 
@ L77DE09SU DE-9 Solder 01M1883 5.19 
HIGH-DENSITY D-SUB CONNECTORS Am phenol aie 


Commercial Products 


Geperpin 17S SERIES D-SUB CONNECTORS Am phenol 


Available - 
Commercial Products 


Compliant 
Available 


15-62 position connectors have 3 rows, 78 position has 4 rows. 17HD series cable mount D-Subs with straight 


solder cup termination. Fixed contacts plated gold flash over nickel in engagement area. Accept 22 AWG wire. 
Clear hole panel mount. Feature copper alloy contacts with tin/lead over nickel plating on termination end. 0.100" 
(2.54) staggered spacing. Current rating: 5A. Voltage rating: 125VAC. Tin-plated steel shell has grounding 
indents on plugs. Black thermoplastic resin dielectric, rated UL94V-0. Dielectric withstanding voltage: 500VAC. 
Didier baceshels seperately, go online or all Economical rack and panel D-sub connectors feature fixed precision formed, gold over nickel plated copper 
Shell Termination Price Each alloy contacts for commercial use. Solder cup termination. Same specifications as 17D series D-Subs, ordered 
Mfg. Part No. Size Type Stock No. 1-24+ separately. 
Plug, Steel Body Shell Termination Price Each 
@ 17EHDO26PAA000 DA-26 Solder 04M1528 3.76 Mfg. Part No. Size Type Stock No. 1-24+ 
@ 17EHD044PAA000 DB-44 Solder 31M1400 3.94 Plug, Steel Body, Brass, Gold Plated Contacts 
@ 17EHDO78PAA000 DD-78 Solder 39M2866 TS} @ L717SDA15P DA-15 Solder 01M1182 1.07 
@ 17EHD0O15PAA000 DE-15 Solder 04M1518 1.62 @ L717SDB25P DB-25 Solder 01M1245 a2 
Receptacle, Steel Body @L717SDD50P DD-50 Solder 01M1371 3.62 
@ 17EHDO26SAA000 DA-26 Solder 39M2845 3.85 @ L717SDE09P DE-9 Solder 01M1411 0.96 
@ 17EHD044SAA000 DB-44 Solder 39M2855 4.40 Plug, Steel Body, Copper Alloy, Gold Plated Contacts 
@ 17EHD062SAA000 DC-62 Solder 39M2861 2.46 @ G17S1510110EU DA-15 Solder 03M8098 0.79 
@ 17EHDO78SAA000 DD-78 Solder 39M2867 5.99 @ G17S2510110EU DB-25 Solder 96K5472 1.65 
@ 17EHDO15SAA000 DE-15 Solder 87K2387 2.33 @ G17S3710110EU DC-37 Solder 03M8101 1.57 
PIM_8197 @ G17S0910110EU DE-9 Solder 96K5470 = 
= Receptacle, Steel Body, Brass, Gold Plated Contacts 
@ L77SDA15S DA-15 Solder 01M2263 0.70 
aes i 5 A m p h e n Oo | @ L77SDE09S DE-9 Solder 01M2495 1.05 
= » Commercial Products Receptacle, Steel Body, Copper Alloy, Gold Plated Contacts 
= RoHS @ G17S1500110EU DA-15 Solder 03M8097 1.21 
~ errrrrry Geptinpiat @ G17S2500110EU DB-25 Solder 03M8099 1.32 
e @ G17S3700110EU DC-37 Solder 03M8100 1.41 
AW @ G17S5000110EU DD-50 Solder 96K5468 2.09 
Rack and panel D-Sub connectors for industrial use. Male and female brass, fixed screw machined contacts, @ G17S0900110EU DE-9 Solder 96K5471 0.66 


both gold over nickel plated. Solder cup, solderless wire wrap, or straight PC solder mount termination. Yellow 
chromate plated zinc shell. 2-piece black thermoplastic dielectric insert, rated UL94V-0. 0.122” (3.10) diameter PIM_8191 
mounting holes. Voltage rating: 300Vrms to 50Hz. Current rating: 7.5A. Wire: 20 AWG. Operating temperature: 

-55°C to +105°C. UL recognized E130160. 


Shell Termination [Price Each element14 COMMUNITY element14.com 

Mfg. Part No. Size Type Stock No. 1-24+ 
Plug, Metal Body, Tinned Shell w/ Dimples 
@1717DA15P DA-15 Solder 01M0599 7.20 
@1717DB25P DB-25 Solder 82K7623 7.94 
@1717DC37P DC-37 Solder 01M0735 8.90 eS i 
@ L717DD50P DD50 Solder 1M0777 GET INSPIRED COLLABORATE DESIGN RESEARCH ASK EXPERTS 

PIM_5591167 
> CONTINUED > 
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D SERIES SOLDER CUP D-SUB CONNECTORS Amphenol 


FCi 
RoHS _ 
Compliant 
Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


HIGH DENSITY D SUB CRIMP CONNECTORS WITH STAINLESS STEEL 
SHELLS (CONT.) 


@ Maximum current/contact: 40 Amp 
@ High strength 
@ Intermatable to standard D Sub connectors 


ITT identified a solution equipping the D Sub line connectors with stainless steel shells and hardware. The 


@ Endurance: Continuous exposure to salt spray and 
corrosive chemicals 


resulting product meets stringent requirements for corrosion resistance using MIL-Spec grade “P” grade 
stainless steel, while meeting JDEC standards for ROHS compliance. 
Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-4+ 
Plug, Stainless Steel Body 
The D Series is the standard D-Sub full metal shell version with stamped contacts rated at 200 mating cycles. @ DAMAM26PF225 DA-26 Crimp 64R6292 72.52 
Shell Termination Price Each @ DBMAM44PF225 DB-44 Crimp 07R7179 102.50 
Mfg. Part No. Size Type Stock No. 1-9+ @ DCMAM62PF225 DC-62 Crimp 08N1464 92.30 
Plug, Metal Body @ DDMAM78PF225 DD-78 Crimp 11N7179 121.18 
@ DA15PO64HTXLF DA-15 Solder 91K6680 0.41 @ DEMAM15PF225 DE-15 Crimp 72R7007 82.31 
@ DB25PO064HTXLF DB-25 Solder 91K6693 0.82 Receptacle, Stainless Steel Body 
@ DC37P064HTXLF DC-37 Solder 91K6718 = @ DAMAM26SF225 DA-26 Crimp 57R4921 83.02 
@ DDSOP064TXLF DD-50 Solder 62K4044 271 @ DBMAM44SF225 DB-44 Crimp 07R7182 127.31 
@ DEOQPO64HTXLF DE-9 Solder 91K6727 0.51 @ DCMAM62SF225 DC-62 Crimp 08N1466 177.96 
Plug, Steel Body @ DDMAM78SF225 DD-78 Crimp 07R7184 197.50 
@ DA15P064TXLF DA-15 Solder 62K3941 0.87 @ DEMAM15SF225 DE-15 Crimp 57R4961 27.34 
@ DB25P064TXLF DB-25 Solder 62K4003 1.29 PIM. 195496 
@ DC37P064TXLF DC-37 Solder 62K4032 200i 
Revoptete Metal Body SoWer as 0.76 D SUBMINIATURE SOLDER ., 
@ DA15SO64HTLF DA-15 Solder 91K6682 0.38 oie WITH STAINFESS STEEL | T T cannen 
@ DC37S064HTLF DC-37 Solder 91K6719 = 
@ DEO9SO64HTLF DE-9 Solder 91K6728 0.63 \ Gop tinpiat 
Receptacle, Steel Body ’ = i Available 
@ DA15S064TLF DA-15 Solder 62K3944 1.02 "te / on 
@ DB25S064TLF DB-25 Solder 62K4006 0.75 <, | 
@ DC37S064TLF DC-37 Solder 05M7160 41.19 
@ DDS50S064TLF DD-50 Solder 05M7163 1.68 ies 
@ DEO9SO64TLF DE-9 Solder 62K4062 0.74 . . 
@ Maximum current/contact: 40 Amp @ Endurance: Continuous exposure to salt spray and 
PIM_115562 @ High Strength corrosive chemicals 
@ Intermatable to standard D Sub connectors 
D SUBMINIATURE CRIMP CONNECTORS reling posit mets singe reurements or corosenrestane wing Ml-Spec grade" rae 
WITH STAINLESS STEEL SHELLS 4 stainless steel, while meeting JDEC standards for ROHS compliance. 
| T T cannen Shell Termination Price Each 
Gee eimoint Mfg. Part No. Size Type Stock No. 1-4+ 
Available Plug, Stainless Steel Body 
-_ DAMM15PF225 DA-15 Solder 73R1607 37.67 
fe DBMM25PF225 DB-25 Solder 73R1627 36.28 
DCMM37PF225 DC-37 Solder 63R5791 BES 
() DDMMS50PF225 DD-50 Solder 73R1652 62.45 
| Receptacle, Stainless Steel Body 
. DAMM15SF225 DA-15 Solder 73R1608 36.30 
@ Maximum current/contact: 40 Amp @ Endurance: Continuous exposure to salt spray and DEMMSTSEZ25 DES Solder FARIS wees 
© High Strength corrosive chemicals DDMM50SF225 DD-50 Solder 73R1653 70.68 
@ Intermatable to standard D Sub connectors PIM. 195497 
ITT identified a solution equipping the D Sub line connectors with stainless steel shells and hardware. The 
resulting product meets stringent requirements for corrosion resistance using MIL-Spec grade “P” grade 
stainless steel, while meeting JDEC standards for ROHS compliance. CANNON HIGH-RELIABILITY, MILITARY a 
Shel qacnanation PriceEach 4 SOLDER D-SUB CONNECTORS 44 
Mfg. Part No. Size Type Stock No. 1-4+ | T T cannon 
Plug, Stainless Steel Body 
@ DBMAM25PF225 DB-25 Crimp 73R1620 ies ay Fs 
@ DCMAM37PF225 DC-37 Crimp 57R4936 167.04 Plug Receptacle 
@ DDMAMS0PF225 DD-50 Crimp 73R1644 223.61 
@ DEMAM9PF225 DE-9 Crimp 57R4963 20.88 
Receptacle, Stainless Steel Body 
@ DBMAM25SF225 DB-25 Crimp 73R1622 53.86 
@ DCMAM37SF225 DC-37 Crimp 57R4938 95.89 
@ DDMAMS50SF225 DD-50 Crimp 85R0726 82.21 
@ DEMAM9SF225 DE-9 Crimp 73R1657 23.83 
PIM_195494 #20 
ITT Cannon military, high reliability d-subminiature connectors with fixed solder contacts are qualified to 
HIGH DENSITY D SUB CRIMP g MIL-C-24308. The Ge cups Peon wire sizes up to 20AWG maximum. 5A standard sient rating. 
CONNECTORS WITH STAINLESS STEEL 4 Shell material is steel with yellow chromate over zinc finish. Copper alloy contacts with gold over nickel plating 
SHELLS | T T cannon in mating area, tin on balance (gold over nickel on balance for military version). 
RoHS Shell Termination | Price Each” 
Osan Mfg. Part No. Size Type Stock No. 1-9+ 
Plug, Silicone Rubber Body 
M24308/3-1F DE-9 Solder 82H7806 15.17 
> CONTINUED > > CONTINUED > 
252 ~~ Go online or call for non-compliant or &2ROHS Compliant products. See page 2 
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CANNON MIL-C-83513 STYLE MICROMINIATURE D CONNECTORS (CONT.) 


(CONT.) No. of Mounting Termination Price Each 
Shell Termination Price Each Mfg. Part No. Contacts Type Type Stock No. 1-9+ 
Mfg. Part No. Size Type Stock No. 1-9+ Plug, with 26 AWG MIL-W-16878/4 Wire, 36” Length 
Plug, Steel Body @ MDM-15PH006B 15 Cable Mount | Crimp/Solder | 90B5806 35.85 
DAM15P DA-15 Solder 1209570 15.75 @ MDM-21PH006B 21 Cable Mouni Crimp / Solder 3109716 39.79 
DBM25P DB-25 Solder 1300729 10.81 MDM-25PH006B 25 Cable Mouni Crimp / Solder 49H6979 155.28 
DEM9P DE-9 Solder 82H6593 10.32 MDM-31PH006B 31 Cable Mouni Crimp / Solder 6338324 128.78 
M24308/3-1Z DE-9 Solder 82H7805 10.62 MDM-37PH006B 37 Cable Moun\ Crimp / Solder 8108093 187.18 
Receptacle, Steel Body MDM-51PHO06B 51 Cable Moun\ Crimp / Solder 73C0580 es 
DAM15S. DA-15 Solder 1209602 19.24 Plug, with 26 AWG MIL-W-16878/4 Wire, 72” Length 
DBM25S DB-25 Solder 1300763 17.13 MDM-15PH046B 15 Cable Moun\ Crimp / Solder 25K6050 = 
DEM9S DE-9 Solder 23C6731 14.22 Plug, with 26 AWG MIL-W-16878/4 Wire, Float Mount, 18” Length 
M24308/1-1F DE-9 Solder 82H7755 10.75 MDM-9PH003F 9 Cable Mouni Crimp / Solder 02K3607 87.10 
PIM_208182 @ MDM-15PH003F 15 Cable Moun Crimp / Solder 67C1897 = 
Plug, with 26 AWG MIL-W-16878/4 Wire, Low Profile Jackscrew, 18” Length 
CANNON MIL-C-83513 Rot ot a MDM-9PHO03L 9 Cable Moun\ Crimp / Solder 4002628 = 
STYLE MICROMINIATURE D Available 4 @ MDM-15PHO03L 15 Cable Moun Crimp / Solder 02E8920 ae 
CONNECTORS | T T cannen MDM-21PHO03L 21 Cable Moun' Crimp / Solder 9400188 151.49 
MDM-25PHO003L 25 Cable Moun Crimp / Solder 5504345 153.97 
MDM-37PHO03L 37 Cable Mouni Crimp / Solder 83H3450 = 
Plug, with 26 AWG MIL-W-16878/4 Wire, Low Profile Jackscrew, 36” Length 
MDM-15PHO06L 15 Cable Mouni Crimp / Solder 87H8672 —_ 
Plug, with 26 AWG MIL-W-16878/4 Wire, Slotted Head Jackscrew, 18” Length 
MDM-9PH003M5 9 Cable Moun’ Crimp / Solder 02K3610 161.53 
Plug, with 26 AWG MIL-W-16878/4 Wire, Standard Jackscrew, 18” Length 
MDM-37SSB MDM-9PH003K 9 Panel Moun Solder 3001643 eee 
MDM-25PH003K 25 Cable Moun Crimp / Solder 92B0657 155.88 
MDM-9PH0038 Plug, with 26 AWG MIL-W-16878/4 Wire, Standard Jackscrew, 36” Length 
© Yellow Chromate Over Cadmium Plating nickel shell finish MDM-15PHO06K 15 Cable Mouni Crimp / Solder 02K2870 = 
e Mfg. part numbers ending in A174 —_ camels @ Liquid Crystal Polymer sak Plug, with 26 AWG MIL-W-16878/4 Wire, with Jackpost, 18” Length 
ae Oe sear ee ae elena Te amuses | cateaun' | Cinp/Suer [osconms [Tia 
crystal polymer insert. Feature a unique twist-pin design that takes 7 light-gauge beryllium copper wires over MDM-15PHO03P 15 Cable Moun! Crimp / Solder 88H2968 137.72 
3 soft-drawn copper wires welded together to form a small, flexible bird cage. Twist pins are recessed in the MDM-25PH003P 25 Cable Moun' Crimp / Solder 25C3317 169.22 
contact his Posaline design wil seltcenter elongate, and uit ise the socket contac prowding exeelent Receptacle, Narrow-Profil, RightAngle PC Board Connector 
wiping action and maintaining maximum continuity even under the severest shock and vibration. Contacts are MDM-15SCBR 15 PCB Moun hrough Hole 7300537 — 
protected against moisture when mated by a silicone interfacial seal. Plugs and receptacles are available in Receptacle, Narrow-Profile, Right-Angle PC Board Connector with Jackposts 
ames Si it 1 anon wr ope se Ako ale paw ahead PC eg yoascanearTé [9 | PBNunt_[ Treughhoe [a7 
Noa wantin Geastnalion Price Each @ MDM-31SCBRP 31 PCB Moun! hrough Hole 2707398 = 
Mfg. Part No. Contacts Type : Type Stock No. 1-9+ @ MDM-37SCBRP at Bae Mout hrough Hole easel = 
Plug, Narrow-Profile, Right-Angle PC Board Connector with Jackposts MDM SI SCBRE : 5 EOB'Mourl Through Hal © eGHS TAS == 
@ MDM-9PCBRP 9 PCB Mount Through Hole 9086962 = er ai Narrow-Profile, Right-Angle PC Board Connector with Jackposts, Cadmium over 
MDM-15PCBRP 15 PCB Mount Through Hole 7301146 = @ MDM-OSCBRP 9 PCB Moun hrough Hole 28C7041 _ 
MDM-21PCBRP at RGB Mount Through Hole esc 70s = Receptacle, Narrow-Profile, Right-Angle PC Board Connector with M83513/5-07 Jackposts 
MDM-37PCBRP. 37 PCB Mount Through Hole 2704755 — @ MDM-15SCBRM7 15 PCB Moun Through Hole 86H8704 as 
@ MDM-51PCBRP 51 PCB Mount Through Hole 01E9740 mess MDM-25SCBRM7 25 PCB Moun hrough Hole 02K3166 = 
Plug, Narrow-Profile, Right-Angle PC Board Connector with M83513/5-07 Jackposts Receptacle, Solder Pot Connectors, 26 AWG Max 
@ MDM-15PCBRM7 15 PCB Mount Through Hole 02K2852 eS MDM-9SSB 9 Cable Mount Solder 2309128 61.36 
Plug, Solder Pot Connectors, 26 AWG Max MDM-15SSB 15 Cable Mount Solder 2309117 = 
MDM-OPSB 7 Cable Mout sade ZECISA SCO MDM-25SSB 25 Cable Mount Solder 2003058 | 358.32 
SIMON SESE AIT 9 cable Moun moe SsHZ0) ee MDM-37SSB 37 Cable Mount Solder 5089126 | 178.86 
MDM ISP SS 2 Gable Moun sae ZBCISOE ca MDM-51SSB 51 Cable Mount Solder 34C2522 = 
MDM-25PSB a Cable Mount Sone CEES ZiSTI6 Receptacle, Solder Pot Connectors, 26 AWG Max with Standard Jackscrew 
MOM SIRS ale Cable Mouint aoe POBISIH aa MDM-21SSK 2 Cable Mount Solder 50H7209 = 
MON-51?S8 a Gable Moun mad eae 252 — Receptacle, Vertical PC Board Connectors with Jackposts 
Plug, Solder Pot Connectors, 26 AWG Max with Low Profile Jackscrew MDM-9SBSP 9 PCB Mount Through Hole 7209797 = 
MDMEISESE + Gable Mount eee P2290 Ret Ob/es MDM-15SBSP 15 PCB Mount | ThroughHole | 02K2921 = 
Plug, Solder Pot Connectors, 26 AWG Max with Standard Profile Jackscrew MDM-21SBSP yy PCB Mount Through Hole 02K3046 = 
MDM-SFoK : Panel Mout Soler EEL BES, © MOM-31SBSP 31 PCB Mount | ThroughHole | 73C0736 = 
Plug, Vertical PC Board Connectors with Jackposts MDM-51SBSP 5 PCB Mount Through Hole 02K3529 = 
MDM-9PSP 9 Pavel pou Gale = Receptacle, with 26 AWG MIL-W-16878/4 Wire, 18” Length 
MDM-15PBSP 15 PCB Mount | ThroughHole | 02K2850 = MDKLOSHOOSE 9 Cable Moun Crimp 3102403 | 118.56 
MDM-21PBSP 21 PCB Mount Through Hole 99F8082 ee MDM-15SH003B 15 Cable Moun Crimp / Solder 96B2718 146.42 
MDM-37PBSP 37 PCB Mount Through Hole 72C9793 = MDM-25SH003B 25 Cable Mount Solder 92B0659 170.49 
MDM-51PBSP 51 Panel Moun! Through Hole 02K3447 = MDM-31SH003B 31 Cable Moun! Crimp / Solder 3402518 a 
Plug, with 26 AWG MIL-W-16878/4 Wire, 0.125” Dia. Mounting Holes, 18” Length MDM-37SH003B 37 Cable Moun Solder 9283948 712.61 
MDN-OPHOO3A 2 |ickatiel Mout older U2 S605 a Receptacle, with 26 AWG MIL-W-16878/4 Wire, 36” Length 
Plug, with 26 AWG MIL-W-16876/4 Wire, 18” Length MDM-9SHO06B 9 Cable Mount | Crimp/Solder | 20J6228 | 124.87 
eee 9 cable Moun = Gin, soese08 = @ MOM-15SHO06B 15 Cable Mount | Crimp/Solder | 9085809 | 81.05 
MDM-15PH003B 15 Cable Moun Crimp / Solder 34€2514 124.94 MDM-21SHO06B 2 Cable Moun! Crimp / Solder 02K3063 169.12 
MDM-25PH003B 25 Cable Mount Crimp / Solder 29C6623 169.06 MDM-25SHO06B 25 Cable Moun Crimp / Solder 7005502 153.35 
MDM-31PH003B 31 Cable Mount Crimp d Solder 34C2517 170.44 MDM-31SHO06B 31 Cable Moun! Crimp / Solder 02K3280 430.02 
MDM-37PH003B 37 Crimp 38P2387_| 192.67 MDM-37SHO06B 37 Cable Mount | Crimp/Solder | 02K3415 | 408.41 
Receptacle, with 26 AWG MIL-W-16878/4 Wire, Float Mount, 18” Length 
MDM-15SH003F 15 Cable Moun\ Crimp / Solder 02K2931 154.49 
> CONTINUED > > CONTINUED > 
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CANNON MIL-C-83513 STYLE MICROMINIATURE D CONNECTORS (CONT.) 


No. of Mounting Termination Price Each 
Mfg. Part No. Contacts Type Type Stock No. 1-9+ 
Receptacle, with 26 AWG MIL-W-16878/4 Wire, Low Profile Jackscrew, 18” Length 
MDM-15SHO03L 15 Cable Mount | Crimp/Solder | 89C1991 131.20 
Receptacle, with 26 AWG MIL-W-16878/4 Wire, Standard Jackscrew, 18” Length 
MDM-15SH003K 15 Cable Moun Crimp / Solder 88H2969 = 
MDM-21SH003K 21 Cable Moun Crimp / Solder 9704992 = 
Receptacle, with 26 AWG MIL-W-16878/4 Wire, with Jackpost, 18” Length 
MDM-9SH003P 9 Cable Moun Crimp / Solder 2002232 93.39 
MDM-15SH003P 15 Cable Moun Crimp / Solder 26H6197 159.65 
Receptacle, with 26 AWG MIL-W-16878/4 Wire, with Jackpost, 18” Length 
MDM-21SH003P 21 Panel Moun Solder | 97B4479 103.10 
PIM_68803 
ITT CANNON MILITARY/HIGH- y 
RELIABILITY SOLDER CUP 4 
CONNECTORS ITT cannen 
Plug Receptacle 


@ Rated Current: 5A 
@ Dielectric Withstanding Voltage: 1000 VAC for 
1 min. © Contacts: Gold plated copper alloy. 


@ Temperature Rating: -55°C to +125°C 
@ Insulator: Polyester, UL94V-0 


Military/High Reliability D-Subminiature connectors are used in many applications, including aerospace, 
transportation, communications systems, information systems and test equipment. Compatible with all other 


D-Subminiature connectors, these connectors feature solder cup termination that accommodates up to 20 AWG 
max. wire sizes. 5A standard current rating and are qualified to MIL-C-24308. 
Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-4+ 
Plug, Metal Body 
DDMMS50P DD-50 Solder 82H6557 45.27 
Receptacle, Metal Body 
DDMMS50S DD-50 Solder 82H6558 48.39 
Receptacle, Steel Body 
M24308/1-1Z DE-9 Solder 82H7754 13.67 
PIM_195700 


MDBR RUGGED D-SUB CONNECTORS 


© Contact Base Material - Copper alloy 

© Contact Plating: Goldplating over 50 u” (1.27 um) min Nickel 

@ Housings: Glass-Reinforced Thermoplastic, UL94V-0 
Rated 

© Shell Material: Die cast Zinc alloy 

© Shell Plating: 50 u” (1.27 um) min Nickel 

© Gasket: Silicone rubber 

© Operating temperature -40° to +105° C 

The connector system is designed to provide a standard 

D-sub interface for enclosures exposed to harsh environments. Protection is provided for IP68 applications 

per IEC 60529 specification. Protection is provided in the mated or unmated condition. A sturdy die cast shell 

provides excellent strength and durability in the most demanding applications while a high temperature resistant 


Amphenol 


Commercial Products 


RoHS — 
Compliant 
Available 


plastic housing captures high quality gold plated screw machined copper alloy contacts. 
Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-4+ 
Plug, Zinc Alloy Body 
MDBR-A26PM-ANO DA-26 Solder 524515 30.03 
MDBRA26PEANO DA-26 Through Hole 49X2649 32.00 
MDBR-E15PM-ANO DE-15 Solder 524518 5.24 
MDBRE15PEANO DE-15 Through Hole 49X2655 17.76 
MDBREO9PEANO DE-9 Through Hole 49X2651 15.68 
MDBR-E09PM-ANO DE-9 Solder 524516 4.05 
Receptacle, Zinc Alloy Body 
MDBR-E15SM-ANO DE-15 Solder 524519 34.46 
MDBRE15SEANO DE-15 Through Hole 49X2657 27.88 
MDBR-E09SM-ANO DE-9 Solder 52Y4517 23.45 
MDBREO9SEANO DE-9 Through Hole 49X2653 20.20 
PIM_5479125 
WATERPROOF ROHS ° 
D-SUBMINIATURE Seoervie [Lm cem Barc 
CONNECTORS 
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WATERPROOF D-SUBMINIATURE CONNECTORS (CONT.) 


i Ses 


Panel Mount Plug w/Cover Panel Mount Receptacle w/Cover 
Cable Mount Receptacle w/ 


Backshell 


@ Waterproof D-Sub connectors w/backshell kits 
& panel mount solder connectors with and w/o 
covers 

@ |P67 rating provides protection under harsh 
conditions 


by adjusting the sealing nut 

@ Panel mount connectors mount on any panel or 
enclosure 0.078" thick or smaller 

® Gold plated contacts provide reliable connections 
with repeated mating cycles 


® Backshells conform to a variety of cable diameters  @ Color: Black 
This waterproof kit includes solder cup connector, ABS housing, nylon seals, nickel plated brass thumbscrews 
and rubber sealing gaskets to assure IPC67 compliance. This connector will accommodate wire ranges from 
30-20 AWG. 
Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. ihe 
Plug, Metal Body 
@ WPSDH15P-KIT DE-15 Solder 08R6274 50.47 
@ WPSD9P DE-9 Solder 18J1624 34.50 
Plug, Steel Body 
@ WPHDB15P-KIT DE-15 Solder 90M2156 32.49 
@ WPDB9P-KIT DE-9 Solder 90M2149 37.68 
Receptacle 
@ WPSD9S DE-9 Solder 60R3458 34.77 
Receptacle, Metal Body 
@ WPSDH15S-KIT DE-15 Solder 08R6276 48.93 
Receptacle, Steel Body 
@ WPDB9S-KIT DB-9 Solder 90M2150 37.41 
@ WPHDB15S-KIT DE-15 Solder 90M2157 32.36 


PIM_147936 


WATERPROOF D-SUB CONNECTORS, BACKSHELLS 
& COVERS Zz 


@ Insulator Material: PBT with Glass Fiber, UL94V-0,  @ O-Ring Material: Silicone 
Black @ Epoxy Sealant Material: Epoxy 
© Shell Material: Steel, Nickel Plated © Dielectric Withstanding Voltage: 1000 V, for 1 
© Contact Material: Copper Alloy, with 2-Gold Flash Minute 
Plating over Nickel @ Insulation Resistance: 5000 Mohm Min 
© Watertight Frame Material: PBT with Glass Fiber, © Contact Resistance: 10 mohms Max 
UL94V-0, Black @ Working Temperature: -55°C to +105°C 
Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-9+ 
ABS (Acrylonitrile Butadiene Styrene) Body, Standard Density Backshells 
627-230-015-010 DA 93X6000 270 
627-230-025-010 DB 93X6001 11.62 
627-230-009-010 DE 93X5999 10.47 
ABS (Acrylonitrile Butadiene Styrene) Body, Standard Density Covers 
627-229-015-010 DA 93X5997 10.87 
627-229-025-010 DB 93X5998 11.16 
627-229-009-010 DE 93X5996 14.33 
Plug, Steel Body, Combo Power, Vertical, #4-40 UNC Threaded Hole 
627-W7W-220-012 DA-7 Through Hole 93X5993 ees 
627-W7W-222-012 DA-7 Solder 93X5995 os 
Plug, Steel Body, Combo Power, Vertical, Riveted #4-40 UNC with Boardlocks 
627-W7W-220-013 DA-7 Through Hole 93X5994 = 
Plug, Steel Body, High Density, Right-Angle, #4-40 UNC Threaded Hole 
633-W15-262-012 DE-15 Through Hole 93X6011 9.66 
Plug, Steel Body, High Density, Vertical, #4-40 UNC Threaded Hole 
637-W15-221-012 DE-15 Through Hole 93X6013 7.56 
637-W15-222-012 DE-15 Solder 93X6014 9.91 
Plug, Steel Body, Standard Density, Right-Angle, #4-40 UNC Threaded Hole 
629-W09-240-012 DE-9 Through Hole 93X6006 7.85 
Plug, Steel Body, Standard Density, Right-Angle, Bracket #4-40 UNC 
629-W09-240-015 DE-9 Through Hole 93X6007 8.97 
Plug, Steel Body, Standard Density, Vertical, #4-40 UNC Threaded Hole 
627-W09-220-012 DE-9 Through Hole 93X5990 10.41 
627-W09-222-012 DE-9 Solder 93X5992 11.01 
Plug, Steel Body, Standard Density, Vertical, Riveted #4-40 UNC with Boardlocks 
627-W09-220-013 DE-9 Solder 93X5991 11.16 
> CONTINUED > 
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WATERPROOF D-SUB CONNECTORS, BACKSHELLS & COVERS (CONT.) 


Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-9+ 


Receptacle, Steel Body, Combo Power, Right-Angle, Bracket #4-40 UNC with Boardlocks 


630-W7W-240-014 DA-7 hrough Hole 93X6010 ate 
Receptacle, Steel Body, Combo Power, Vertical, #4-40 UNC Threaded Hole 

628-W7W-220-012 DA-7 hrough Hole 93X6005 2.90 
Receptacle, Steel Body, High Density, Right-Angle, #4-40 UNC Threaded Hole 

634-W15-262-012 DE-15 hrough Hole 93X6012 10.15 
Receptacle, Steel Body, High Density, Vertical, #4-40 UNC Threaded Hole 

638-W15-221-012 DE-15 hrough Hole 93X6015 7.81 

638-W15-222-012 DE-15 Solder 93X6016 10.66 
Receptacle, Steel Body, Standard Density, Right-Angle, #4-40 UNC Threaded Hole 

630-W09-240-012 DE-9 hrough Hole 93X6008 8.20 
Receptacle, Steel Body, Standard Density, Right-Angle, Bracket #4-40 UNC 

630-W09-240-015 DE-9 hrough Hole 93X6009 9.13 
Receptacle, Steel Body, Standard Density, Vertical, #4-40 UNC Threaded Hole 

628-W09-220-012 DE-9 hrough Hole 93X6002 10.78 

628-W09-222-012 DE-9 Solder 93X6004 11.50 


Receptacle, Steel Body, Standard Density, Vertical, Riveted #4-40 UNC with Boardlocks 
628-W09-220-013 DE-9 Solder 93X6003 eS 2) 
PIM_5465683 


SEALED D-SUBMINATURE (IP-67) 


fis at OWitcherafk 
CONNECTORS Geet eke 


Available CONXALL’ 


HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 


FP, 


Connector Cap 


Panel Mount 


Cable Mount 


Specifications 
© Current Rating: Standard D-Sub: 5A; High Density 


kits meet IP67 rating 
@ Rear mounting panel connectors fit into standard 


D-Sub: 2A D-Sub holes 
@ Dielectric withstanding voltage: 1000VAC for 1 © Gold plated contacts are standard 
minute © Backshell kits available for cable diameters 0.138 - 


© Contact resistance: < 25mQ 

@ Insulation resistance: = 500MQ @ 500 VDC 
@ Life: = 500 Cycles 

© Operating Temperature: -55°C to +85°C 


0.276 in (3.51- 7.01 mm) 

@ D-Sub solder cup contacts accepts wire ranges 
from 22-26 AWG 

@ Panel mount connector comes with two mounting 


CONNECTORS & ACCESSORIES 


B — DISCRETE WIRE CONNECTORS 


PLASTIC AND METAL RIBBON CABLE IDC D-SUB 
CONNECTORS 


multicomp 


RoHS _ 
Compliant 
Available 


Metal Plu: 
9 Metal Receptacle 


Special contact design allows usage of standard 0.050” flat ribbon cable while maintaining standard contact 
centers of 0.050". Low-profile, fully intermateable connectors are suitable for compact requirements of modern 
peripheral equipment. Contacts: copper alloy, gold plated over nickel. 1-piece universal hood provides 3 locking 


varieties: plastic latch for one-hand operation and quick disconnect; screw locking; and metal spring latch 
locking. Insulation resistance: 1000MO at 500 VDC. Contact resistance: 15 mO max.. Wire size: 26-28 AWG. 
Hood accepts straight and right-angle cable entry. Operating temperature range: -55°C to +105°C. 
D-subminiature pin and socket connectors allow highly reliable mass termination of standard 0.050” pitch round- 
conductor flat ribbon cable. Gas-tight junction with each conductor at 4 places. Internal transition from standard 
0.055” contact spacing which allows termination of standard 0.050” ribbon cable; no special cable preparation 
is required. Contact plating: gold plated-brass. Mating area has duplex plating. Insulator material: blue, glass- 
filled polyester, rated UL94V-0. 26-28 AWG.. Current rating: 1A per contact. Insulation resistance: 1000MO at 
500VDC. Contact resistance: 15mO max. @ 1ADC. Operating temperature: -55°C to +105°C. 
Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-99+ 

Plug, Metal Body 

@ SPC15289 DA-15 IDC / IDT 79K4886 1.46 

@ SPC15390 DB-25 Crimp 79K4973 7.61 
Plug, Steel Body 

@ SPC15406 DE-9 Crimp 79K4988 8.35 
Receptacle, Metal Body 

@ SPC15296 DA-15 IDC / IDT 79K4890 12.40 

@ SPC15437 DB-25 IDC / IDT 79K5017 11.32 

@ SPC15301 DC-37 Crimp 79K4895 11.31 
Receptacle, Steel Body 

@ SPC15417 DE-9 Crimp 79K4999 
PIM_8876 


IDC D-SUB CONNECTORS 


8.35 
RoHS _ 
Compliant 
Available 


Features screws 
@ Waterproof D-Sub panel connectors and backshell 
Shell Termination Price Each Receptacle with #4-40 Threaded Inserts 
Mfg. Part No. Size Type Stock No. 1-9+ ; ; ; Plug with Thr Hole Flange 
Ee oer cal eee ate © Conlact Matera Beryium Copper © Temperature Rating -S5°C to +105°C 
@ DCCDB09M DE-9 Solder 7473197 24.79 © Contact Plating: 30” Gold 
Plug, Steel Body, Cable Mount Kits with Backshells, High Density 2-piece, open-cover plugs and sockets are fully compatible with 0.050” spaced flat cable. Accommodates 26 
@ DCCHD15M DE-15 Solder 7473199 5.24 and 28 AWG solid and stranded wire; ordered separately. Order backshells and strain reliefs separately below. 
Plug, Steel Body, RJ45 Field Installable Panel Housing, Feed Through Shell Termination Price Each 
@ DCPDBO9MSC1 DE-9 Solder 7473201 22.50 Mfg. Part No. Size Type Stock No. 1-9+ 
Plug, Steel Body, RJ45 Field Installable Panel Housing, Feed Through, High Density Plug, Metal Body, #4-40 Threaded Inserts 
@ DCPHD15MSC1 DE-15 Solder 7473203 22.80 @ 8215-6003 DA-15 DC / ID 95F9670 7.88 
Receptacle, Steel Body, Cable Mount Kits with Backshells @ 8225-6003 DB-25 DC / ID 95F9671 12.59 
@ DCCDBO9F DE-9 Solder 7473196 22.16 @ 8237-6003 DC-37 DC / ID 95F9672 5.63 
Receptacle, Steel Body, Cable Mount Kits with Backshells, High Density @ 8250-6005 DD-50 DC /ID 46F4829 39.67 
@ DCCHD15F DE-15 Solder 7473198 23.76 @ 8209-6003 DE-9 DC / ID 95F9669 9.00 
Receptacle, Steel Body, RJ45 Field Installable Panel Housing, Feed Through Plug, Metal Body, Flange, Thru-Hole 
@ DCPDBO9FSC1 DE-9 Solder 7473200 21.45 @ 8215-6000 DA-15 DC / ID 46F4826 9.87 
Receptacle, Steel Body, RJ45 Field Installable Panel Housing, Feed Through, High Density @ 8225-6000 DB-25 DC /ID 46F 4827 11.19 
@ DCPHD15FSC1 DE-15 Solder 7473202 24.29 @ 8237-6000 DC-37 DC / ID 46F4828 14.31 
7 @ 8209-6000 DE-9 DC / ID 46F4825 8.71 
For Use Price Each 
Mfg, Part No. Type With Stock Now |NEAHIORIn Receptacle, Metal Body, #4-40 Threaded Inserts 
@ DBSCAP D Sub Connector Cap | D Sub Panel Mount Connectors | 7473193 16.11 © 8315-6003 DA-15 DC / 1D 95F9674 9.68 
PIM 202110 @ 8337-6003 DC-37 DC / ID 94F7999 15.64 
= @ 8350-6005 DD-50 DC / ID 46F4834 17.59 
Receptacle, Metal Body, Flange, Thru-Hole 
@ 8315-6000 DA-15 DC / ID 46F4831 8.47 
@ 8337-6000 DC-37 DC / ID 46F4833 14.49 
@ 8309-6000 DE-9 DC / ID 46F4830 7.06 
PIM_8513 
D Sub Backshells 
PIM_5624814 
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D-SUB — RIBBON CABLE CONNECTORS 


D Sub Backshells (CONT.) AMPLIMITE HDF-20 LOW PROFILE 0.050” (1.27) FLAT RIBBON CABLE 
ar PriceEach. © CONNECTORS (CONT.) 
Mfg. Part No. Shell Size Angle Stock No. 1-9+ Shell Termination Price Each 
PET (Polyester), Glass Filled Body Mfg. Part No. Size Type Stock No. 1-9+ 
@ 3485-2200F DA 180° 93B4711 9.72 Receptacle, Plastic Body, Threaded Insert 
@ 3485-2300F DB 180° 46F8311 10.84 @ 1658609-3 DA-15 IDC / IDT 21M6525 11.44 
@ 3485-2400F DC 180° 94F3334 12.29 @ 1658609-2 DB-25 IDC / IDT 42K6645 Sis) 
@ 3485-2500F DD 180° 46F8310 — @ 1658609-4 DE-9 IDC / IDT 42K6646 9.61 
@ 3485-2100F DE 180° 91B2980 —- Receptacle, Steel Body, Threaded Insert 
PIM_5511341 @ 1658610-2 DB-25 IDC / IDT 42K6648 15.41 
wiesseoet | DSO | Crimp RG 
D Sub Strain Reliefs For Use Price Each 
Price Each Mfg. Part No. | Description Type With StockNo.| 1-1-9+ 
Mfg. Part No. Stock No. 4-9+ @ 747275-2 | 15 Position | Cable Stabilizer} HDF-20 Series IDC D Sub} 50F684 0.21 
DA- Stainless Steel Connediors 
@ 747275-3 | 25 Position | Cable Stabilizer} HDF-20 Series IDC D Sub} 50F685 = 
@ 3448-8D15A 87F3879 0.76 Connectors 
DB - Stainless Steel, 25 Position © 747275-4 | 37 Position [Cable Stabilizer |HDF-20 Series IDC D Sub] 92F5379| 0.57 
@ 3448-8D25A 87F3880 0.98 Connectors 
DC - Stainless Steel, 37 Position @ 747275-1 | 9Position | Cable Stabilizer} HDF-20 Series IDC D Sub} 97F9018 0.55 
@ 3448-8D37A 87F3881 1.87 Connectors 
DD - Stainless Steel PIM_8177 
@ 3448-8D50 87F3882 lec?) 
DE - Stainless Steel FCE17 SERIES FILTERED D-SUB CONNECTORS 
@ 3448-8D09A 87F3878 = Am phenol 
PIM 5511342 Commercial Products 


RoHS 
Geetinpian 
AMPLIMITE HDF-20 LOW PROFILE 0.050” (1.27) FLAT “ous 
RIBBON CABLE CONNECTORS 


@ Preassembled Thermoplastic Housing and Cover 
@ Rated UL94V-0 


: : AUTHORIZED DISTRIBUTOR dapat ee? 5 
Standard mounting holes; phosphor bronze contacts with RoHS 180 [4.57] 318 [8.08} 

gold plating on mating end, tin-lead on termination end over Geena Solder Cup .056 [1.42] 

nickel under plating. Tin-plated steel front shell on metal Available 112 [2.84] 


versions. UL recognized, CSA certified. Thermoplastic 
strain reliefs available; go online or call. 


A @ Right-Angle 


@ Discrete filter (capacitor) provides EMI noise pro- — @ Tin plated high-strength diecast shell with thermo- 


tection and brings assembly into FCC compliance, plastic insert, rated UL94V-0 
Docket 20780 @ Phosphor bronze contacts plated with 15y” gold on 
@ Designed to provide EIA RS-232 and RS-449 contact area over 100y” nickel 
7 Bncclench compatibility © 0.120" diameter through mounting holes in flange 
Shell Termination ————— © Pin and socket styles with solder cup or right-angle + Current rating: 5A DC max., 2A RF filtering max 
Mfg. Part No. Size Type Stock No. 1-9+ PCB termination © Operating temperature: -40° to +85°C 
Plug, Metal Body, Standard Mounting Holes Intermate with standard non-filtered 17 series D-Sub ordered separately, and connectors meeting MIL-C-24308. 
@ 1658613-3 DA-15 IDC / IDT 42K6658 7.06 Other connectors are available in a variety of filter capacitance values; go online or call. Non-RoHS product 
© 1658613-1 DC-37 IDC/IDT 42K6656 fae available; go online or call. 
© 1658613-4 DE-9 IDC /IDT 42K6659 7.06 Shell Termination HRriceE@CHy 
Plug, Metal Body, Threaded Insert Mfg. Part No. Size Cap. Type Stock No. 1-9+ 
© 1658608-3 DA-15 Crimp 42K6643 14.08 Plug, Metal Body 
© 1658608-2 DB-25 Crimp 42K6642 445 @ FCE17-A15PM-240 DA-15 820pF Solder 99K5974 = 
© 1658608-1 DC-37 Crimp 42K6641 ame @ FCE17-B25PM-240 DB-25 820pF Solder 99K6390 27.14 
© 1658607-1 DD-50 Crimp 42K8660 31 oS @ FCE17-E09PM-240 DE-9 820pF Solder 99K7220 14.10 
@ 1658608-4 DEO DC/ID 42K6644 aa @FCEI7-E09PM-200 |DE9 | S5600pF_ | Solder | 99K7223 | 13.67 
Plug, Plastic Body, Standard Mounting Holes Receptacle, Metal Body 
© 1658615-3 DA-15 DC/IDT 42K6666 = @ FCE17-A15SM-240 DA-15 820pF Solder 99K6174 Aer 
© 1658615-2 DB-25 DC/IDT 42K6665 8.86 @ FCE17-C37SA-410 DC-37 470pF Through Hole 99K6864 6.36 
@ 1658615-4 DE-9 DC/ID 42K6667 ASB @ FCE17-E09SM-240 DE-9 820pF Solder 99K7419 as 
Plug, Plastic Body, Threaded Insert PIM_8224 
@ 1658611-3 DA-15 DC / ID 80P3523 18.84 
@ 1658611-2 DA-25 DC /IDT 03P1756 = FCE17 SERIES FILTERED D-SUB ADAPTERS Am phenol 
@ 1658611-4 DE-9 DC / IDT 42K6651 eae: Canine cial Products 
Plug, Steel Body, Standard Mounting Holes ommercial Products 
= RoHS 
@ 1658613-2 DB-25 DC / ID 42K6657 6.96 f=D .316 MAX =I Gee tinaian 
Receptacle, Metal Body, Self Locking Threaded Insert Available 
@ 5746861-4 DE-9 DC / IDT 42K7425 cain | 1.445 
Receptacle, Metal Body, Standard Mounting Holes , ac 
@ 1658612-3 DA-15 DC / ID 42K6654 9.79 cog 
@ 1658612-2 DB-25 DC / ID 42K6653 11.43 -500 MAX 
@ 1658612-1 DC-37 DC / IDT 42K6652 9.52 Pin-socket adapter connector designed to provide EIA RS-232 and RS-449 compatibility. Intermate with 
@ 1658612-4 DE-9 DC /IDT 42K6655 5.90 standard non-filtered 17 series D-Subs, ordered separately and connectors meeting MIL-C-24308. High 
- strength tin-plated zinc diecast shell. Thermoplastic insert, rated UL94V-0. Phosphor bronze contacts plated 
Receptacle, Metal Body, Threaded Insert with 15” gold over 100u” nickel. 0.120” diameter through hole flange mounting. Current rating: 5A DC max.; 
@ 1658610-3 DA-15 DC / ID 42K6649 7.79 2A FF filtering max. 
@ 1658610-1 DC-37 DC / IDT 42K6647 = Price Each 
@ 1658610-4 DE-9 DC / IDT 42K6650 6.00 Mfg. Part No. Convert From Convert To Stock No. 1-9+ 
Receptacle, Plastic Body, Standard Mounting Holes Through Hole with #4-40 Mounting Post, 470pF 
@ 1658614-3 DA-15 DC/ID 42K6662 11.16 @ FCE17-B25AD-210 Plug, 25 Positions Receptacle, 25 Positions 99K6213 19.50 
@ 1658614-2 DB-25 DC / IDT 42K6661 7.87 @ FCE17-E09AD-210 Plug, 9 Positions Receptacle, 9 Positions 73K4128 any 
@ 1658614-1 DC-37 DC /|DT 42K6660 = Through Hole with #4-40 Mounting Post, 5600pF 
@ 1658614-4 DE-9 DC /ID 42K6663 8.26 @ FCE17-A15AD-290 Plug, 15 Positions Receptacle, 15 Positions 99K5801 16.73 
@ FCE17-B25AD-290 Plug, 25 Positions Receptacle, 25 Positions 99K6217 37.74 
> CONTINUED > > CONTINUED > 
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FCE17 SERIES FILTERED D-SUB ADAPTERS (CONT.) 


CONNECTORS & ACCESSORIES 
UB — FILTER CONNECTORS 


17TW SERIES D-SUB HYBRID CABLE CONNECTORS (CONT.) 


Price Each Insert Termination Price Each 
Mfg. Part No. Convert From Convert To Stock No. 1-9+ Mfg. Part No. Argmt. Type Stock No. 1-24+ 
Through Hole with #4-40 Mounting Post, 5600pF Plug - Metal Body 
@ FCE17-C37AD-290 Plug, 37 Positions Receptacle, 37 Positions 99K6632 poe @ L717TWA3W3P DA-3W3 Solder 88K3021 = 
@ FCE17-E09AD-290 Plug, 9 Positions Receptacle, 9 Positions 99K7047 22.01 @ L717TWA7W2P DA-7W2 Solder 01M1523 2.95 
PIM_8223 @ L717TWB13W3P DB-13W3 Solder 86K8391 10.78 
@ L717TWB17W2P DB-17W2 Solder 01M1550 4.81 
FERRITE FILTERED D-SUB CONNECTORS Eee, @ L717TWB5W5P DB-5W5 Solder 01M1562 B15) 
@ L717TWC21WA4P DC-21WA4 Solder 01M1601 12.35 
HARTING == “9 :717T7wcaweP Dc-ewa Solder 87K1007 = 
Receptacle - Metal Body 
RoHS @ L77TWA3W3S DA-3W3 Solder 01M2584 2.19 
Geeeinpian @ L77TWA7W2S DA-7W2 Solder 01M2605 741 
@ L77TWB13W3S DB-13W3 Solder 99K5390 10.62 
@ L77TWB17W2S DB-17W2 Solder 01M2637 10.07 
@ L77TWB5W5S DB-5W5 Solder 01M2654 2.88 
PES veineal @ L77TWC21WA4S DC-21WA4 Solder 01M2694 11.53 
PCE Rion Ange @ L77TWCEWss DC-8Ww8 Solder 99K5383 = 
@ \nsulation: PBT, flame retardant acc. to UL94V-0 1+0.05 mm 


© Contact material: Copper alloy 

© Contact plating: Performance level 3, as per IEC 
60 807-2, IEC 60 512-25-2 

© Shell: Tin plated steel 

@ Mating conditions as per CECC 75 301 


Temperature range: -55°C to +105°C 

Contact resistance: = 15 mQ 

Insulation resistance: = 1000 MQ 

Working voltage: 250 VAC max. 

Dielectric withstanding voltage: 500 V AC for 1 


PIM_8301 


17TW SERIES COAX AND HIGH-POWER 


REMOVABLE CONTACTS FOR D-SUB CABLE Amphenol 


e f 7 
e eee 7 eae for P.C.B. holes e Worry current: 7.5 A max. CONNECTORS aaeae ieBoe Commercial Ai 
Shell Termination Price Each 0.740" : Geasinpian 
Mfg. Part No. Size Cap. Type Stock No. 1-24+ (18 8 0) 0.066" 
Plug, Steel Body, Right-Angle t (1.700) 
@ 09642237802 DA-15 OuF hrough Hole 86R5726 4.93 Solder Coax Plug 
@ 09643237802 DB-25 OuF hrough Hole 86R5732 5.14 - oe — 
@ 09644237802 DC-37 a hrough Hole 86R5736 2.35 
@ 09641237802 DE-9 OuF Through Hole 86R5720 3.92 abe l .066" ESD A+ ome 
SURO aE Solder 86R5724 3.21 T Saldch Caax Receptacle: ~(Gnmh Coax hetstiaa 
@ 09642227800 DA-15 ue hrough Hole 86R5725 5.84 17TW series coax and high-power contacts (size 8) for use in combination (hybrid) D-subminiature cable 
e ieero [0825 [So en ee ee a at tpn se car 
© 09643227800 DB-25 “ hrough Hole 86R5731 6.94 rating: 0.5A. Voltage rating: 150Vrms at 50Hz. Frequency range: 0-1GHz. High-power contacts are solder type. 
@ 09644217800 DC-37 Solder 86R5735 7.33 Current rating: 10 to 40A. Voltage rating: 300Vrms at 50Hz. 
@ 09641217800 DE-9 Solder 86R5718 2.99 Price Each 
@ 09641227800 DE-9 Through Hole 86R5719 4.61 Mfg. Part No. Stock No. 1-24+ 
Receptacle, Steel Body, Right-Angle Pin, Brass, Gold Plated Contacts, Coax, Crimp Version, For 179 B/U 316 B/U Cables 
@ 09642137802 DA-15 OuF Through Hole 86R5723 4.81 @ L17DM537401 99K7787 7.50 
@ 09644137802 DC-37 ans Through Hole 86R5734 9.41 Pin, Brass, Gold Plated Contacts, Coax, Inner Solder Version, For 179 B/U 316 B/U Cables 
@ 09641137802 DE-9 OuF Solder 86R5717 3.55 @ L17DM537405001 99K7791 14.17 
Receptacle, Steel Body, Vertical Pin, Copper Alloy, Gold Plated Contacts, High-Power, Solder Cup Version, 10-20A 
© 09642117800 DA-15 Solder 86R5721 3.25 @ L17DM537457 99K7832 3.56 
@ 09642127800 DA-15 Through Hole 86R5722 5.29 @ L17DM53745-8 89K7392 1.39 
@ 09643117800 DB-25 Solder 86R5727 0.94 Pin, Copper Alloy, Gold Plated Contacts, High-Power, Solder Cup Version, 30-40A 
@ 09643127800 DB-25 Through Hole 86R5728 6.06 @ L17DM53745-1 87K6825 2.81 
@ 09644117800 DC-37 Solder 86R5733 6.80 Socket, Bronze, Gold Plated Contacts, Coax, Crimp Version, For 179 B/U 316 B/U Cables 
@ 09641117800 DE-9 Solder 86R5715 3.06 @ L17DM537421 99K7803 5.58 
@ 09641127800 DE-9 Through Hole 86R5716 4.07 Socket, Copper Alloy, Gold Plated Contacts, High-Power, Solder Cup Version, 10-20A 
PIM_198013 @ L17DM537446 99K7824 4.63 
Socket, Copper Alloy, Gold Plated Contacts, High-Power, Solder Cup Version, 30-40A 
@ L17DM537441 99K7817 3.24 
177W SERIES D-SUB HYBRID CABLE Am p h eno | Socket, Copper Alloy, Gold Plated Contacts, High-Power, Solder Cup Version, 5-10A 
CONNECTORS Comme eT DEAD ALS @ L17DM53744-7 89K7393 5.69 
ommercial Products 


RoHS _ 
Compliant 
Available 


a: == =o)6 


Housing Arrangements 
(ors) (6) (eeceee) 
Shell Size A 8 


A 
Arrangement 7W2 3W3 SWS 


Shell Size 8 
Arrangement 13W3 


(CCCCCCCS) (COLL 
‘Shell Size c c 
Arrangement 8W8 21WA4 


Combination (hybrid) D-subminiature metal shell cable connectors feature installed, non-removable screw- 
machine solder cup signal contacts combined with power and coaxial contacts, order separately. Tin-plated steel 
shell. Gold over nickel-plated bronze female signal contacts or brass male signal contacts are fixed in the high- 
temperature, black thermoplastic insulator. Panel mount 0.122” diameter holes. Current rating: 7.5 amps with 
10 amp peaks. Voltage rating: 300Vrms at 50Hz. Dielectric withstanding voltage: 1000Vrms at 50Hz. Insulation 
resistance: 5000 megohms at 500VDC. Operating temperature: -55°C to +155°C with peaks up to 180°C. 
Flame retardant to UL94V-0. Choice of 3 shell sizes and 7 housing arrangements. UL listed, CSA certified. 
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PIM_8343 


COMBINATION LAYOUT D-SUBMINIATURE CONNECTORS ey 
HARTING 


RoHS — 
Compliant 
Available 


Plug with Solder Bucket Signal Contacts 


Receptacle with Solder Bucket Signal Contacts 


HARTING’s mixed D-Sub range brings the advantage of an industry standard I/O interconnect product with 
the possibility to customize for any application. The range is designed around the standard D-Sub shell sizes 
with the possibility to have a blend of contacts such as signals with coaxial, power, high voltage or pneumatic 
contacts. Due to its construction, the product is fully shielded and helps reducing the EMI/RFI leakage. All 
contacts are machined with two different platings. When hot plug-in is required, first mate last break contacts can 
also be supplied. For connectors to be fitted on a board with SMT components, they can be supplied in an SMC. 
(PiHIR) version which is assembled in the reflow solder process, thus reducing assembly cost. 
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D-SUB — COMBO LAYOUT CONNECTORS 


COMBINATION LAYOUT D-SUBMINIATURE CONNECTORS (CONT.) DW SERIES COMBINATION LAYOUT D-SUB CONNECTORS (CONT.) 
Insert | Termination | Price Each_ Insert Termination | Price Each 
Mfg. Part No. Argmt. Type Stock No. 1-24+ Mfg. Part No. Argmt. Type Stock No. 1-9+ 
Plug - Metal Body Plug - Metal Body 
@ 09692117072 DA-7W2 Solder 62M1883 — @ DA3V3PA00LF DA-3V3 Solder 62K3945 1.29 
@ 09694115136 DC-13W6 Solder 30M6818 sai @ DB5W5PA00LF DB-5W5 Solder 71K2715 2.77 
@ 09694100088 DC-8W8 Solder 4456493 4.71 @ DC25W3PA00LF DC-25W3 Solder 62K4027 13.39 
Plug - Steel Body @ DC27W2PA00LF DC-27W2 Solder 62K4030 10.29 
@ 09 69 210 0033 DA-3W3 Solder 01M9716 1.29 @ DD24W7PA00LF DD-24W7 Solder 71K2908 sie 
@ 09692115072 DA-7W2 Solder 44J6443 6.44 @ DD47W1PA00LF DD-47W1 Solder 19P9075 15.12 
@ 09 69 200 9049 DA-7W2 ThroughHole 98K4679 23.84 @ DE2V2PA00LF DE-2V2 Solder 62K4066 2.74 
@ 09 69 311 5133 DB-13W3 Solder 01M9721 14.25 Plug - Steel Body 
@ 09 69 300 9018 DB-13W3 ThroughHole 98K4688 16.98 @ DA3W3PA00LF DA-3W3 Solder 62K3947 0.58 
@ 09 69 311 5172 DB-17W2 Solder 01M9722 17.28 @ DA7W2PAO0LF DA-7W2 Solder 91K6684 6.59 
@ 09 69 411 5214 DC-21WA4 Solder 01M9726 13.23 @ DB13W3PA00LF DB-13W3 Solder 91K6688 — 
Receptacle - Metal Body @ DBOW4PAOOLF DB-9W4 Solder 62K4009 13.34 
@ 09692017072 DA-7W2 Solder 62M1880 6.37 @ DC8W8PAO00LF DC-8W8 Solder 91K6720 3.23 
Receptacle - Steel Body Receptacle - Metal Body 
@ 09 69 200 0033 DA-3W3 Solder 01M9714 3.79 @ DA3V3SA00LF DA-3V3 Solder 62K3946 1.18 
@ 09 69 201 5072 DA-7W2 Solder 01M9715 — @ DB5W5SA00LF DB-5W5 Solder 62K4008 1.09 
@ 09 69 200 9050 DA-7W2 ThroughHole 98K4680 16.79 @ DB9W4SAO0OLF DB-9W4 Solder 71K2718 24.59 
@ 09 69 301 5133 DB-13W3 Solder 01M9718 14.65 @ DC25W3SA00LF DC-25W3 Solder 62K4028 14.68 
@ 09 69 301 5172 DB-17W2 Solder 01M9719 19.18 @ DC27W2SA00LF DC-27W2 Solder 62K4031 slieo5} 
@ 09 69 401 5136 DC-13W6 Solder 08R5996 13.32 @ DD24W7SA00LF DD-24W7 Solder 71K2909 8.36 
@ 09 69 401 5214 DC-21WA4 Solder 01M9724 20.98 @ DD36W4SA00LF DD-36W4 Solder 62K4042 27.13 
PIM_114893 @ DE2V2SA00LF DE-2V2 Solder 62K4067 0.55 
ee Receptacle - Steel Body 
D Sub Contacts @ DA3W3SA00LF DA-3W3 Solder 91K6683 = 
- @ DB17W2SA00LF DB-17W2 Solder 91K6692 es 
AWG AWG |Price Each =“ @ DCBWSSADOLF DC-8W8 Solder 91K6721 2.89 
Mfg. Part No. Max Min Stock No. 1-9+ 
Pin, Copper, Gold Plated Contacts, 10A PIM 115563 
@ 09692817420 16AWG 20AWG | 30M6777 2.30 
Pin, Copper, Gold Plated Contacts, 20A D Sub Contacts 
@ 09692817421 12AWG aawe [4406454 2.51 AWG AWG Price Each 
Pin, Copper, Gold Plated Contacts, 30A Mfg. Part No. Max Min Stock No. 1-9+ 
@ 09 69 281 7422 10AWG 12AWG 98K4685 a5 Pin, Copper Alloy, Gold Plated Contacts 
Pin, Copper, Gold Plated Contacts, D SUB MIXED MA S CRIMP COAX 50 OHMS _PL3 @ 8638PPS4005LF 8AWG 8AWG 93K5384 3.67 
@ 09692817140 - a 4436451 = @ 8638PPS2005LF 12AWG 12AWG 93K5383 1.88 
Pin, Copper, Gold Plated Contacts, High Voltage @ 8638PPS1005LF 16AWG 16AWG 63K0579 2.73 
@ 09692812550 20AWG 24AWG | 4456445 7.36 Pin, Phosphor Bronze, Gold Plated Contacts 
Pin, Copper Alloy, Gold Plated Contacts, 40A @ 86382000LF ” a 72K4721 6.69 
@ 09692817423 8AWG 10AWG 4456456 2.64 Socket, Copper, Gold Plated Contacts 
Socket, Copper, Gold Plated Contacts, 10A @ 8638PSC2005LF 12AWG 14AWG 63K0588 oe 
@ 09691817420 16AWG 20AWG 30M6739 3.15 Socket, Copper Alloy, Gold Plated Contacts 
Socket, Copper, Gold Plated Contacts, 20A @ 8638PSS4005LF 8AWG 8AWG 93K5386 5.18 
@ 09691817421 12AWG 14AWG 4436407 3.98 @ 8638PSS2005LF 12AWG 12AWG 93K5385 5.29 
Socket, Copper, Gold Plated Contacts, 30A @ 8638PSS1005LF 16AWG 16AWG 63K0593 2.10 
@ 09 69 181 7422 10AWG 12AWG | 98K4677 411 PIM_5511515 
Socket, Copper, Gold Plated Contacts, 40A 
@ 09691817423 8AWG 10AWG | 4436409 3.19 CANNON COMBINATION D-SUB/ 
Socket, Copper, Gold Plated Contacts, D SUB MIXED FE S CRIMP COAX 50 OHMS-PL3 COAXIAL CONNECTORS XY 
@ 09691817140 wo as 4456404 1.14 led | T T cannon 
Socket, Copper, Gold Plated Contacts, High Voltage RoHS 
© 09691812550 20AWG 24AWG | __-86H3603 5.24 Gee einoian 
PIM_5511400 
D Sub Housings 
Shell | No. of For Use Price Each Dene Dc-8ws 
Mfg. Part No. _ positions min SIOCRING] Kee Integrate signal, 50-ohm coax, high power and high voltage with signal in the same package. Tin-finished 
Plug, Steel Body steel shells with 94V-0 thermoplastic. Signal contact current rating: 7.5 amps. Meets MIL-PRF-24308 industry 
@ 09693100055 | DB-5W5 5 D Sub-M Series Pin Contacts | 01M9720 4.39 specifications. 
Receptacle, Steel Body Insert Termination Price Each 
@ 0969 3000055 | DB-5W5 5 D Sub-M Series Socket Contacts | 98K4687 3.99 Mfg. Part No. Argmt. Type Stock No. 1-24+ 
@ 09 69 400 0088 | DC-8W8 8 D Sub-M Series Socket Contacts | 01M9723 6.37 Plug - Metal Body 
PIM_5511399 @ DBM13W3PK87 DB-13W3 Solder 36P8582 12.63 
— SS SSS SSS SS @ DBMM9Ww4P DB-9W4 Solder 92B8903 10.79 
DW SERIES COMBINATION LAYOUT D-SUB Amphenol = -S2wisrier eon pale SURGE Ha 
CONNECTORS _ FC . @ DDM24W7PK87 DD-24W7 Solder 51R5879 15.04 
| Receptacle - Metal Body 
RoHS — @ CAN DBM13W3SA197 DB-13W3 Solder 36P8587 12.59 
Soren © DBMMOWAas | DB-9W4 Solder 9288902 17.83 
PIM_8715 
DW Series combination D-Subminiature connectors feature solder signal contacts. Power contacts not D Sub Housings 
included, ordered separately below. Insulator material thermoplastic, contact material brass. 
> CONTINUED > > CONTINUED > 
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D Sub Housings (CONT.) 


CONNECTORS & ACCESSORIES 


D-SUB — COMBO LAYOUT CONNECTORS 


CANNON COMBINATION D-SUB/HIGH-POWER SOLDER-TYPE CONTACTS 


Shell No. of Price Each (CONT.) 
Mfg. Part No. Size Positions Stock No. 1-4+ For Use Price Each 
Plug, Metal Body Mfg. Part No. With Stock No. 1-1-4+ 
@ DAM3W3PK87 DA 3 93F8909 4.81 CET-C6B-2 Combo D Sub Connectors 16F022 — 
@ DBM5W5PK87 DB 93F8910 4.54 PIM_8717 
Receptacle, Metal Body 
© DBMSW5SA197 DB S380 gee D-SUB METAL JUNCTION SHELLS 
@ DCMBW8SA197 Dc 36P9477 ors FOR EMI/ESD 
PIM S511516 PROTECTION 
@ Provide EMI/ESD Protection Gepiinn , 
f ¥ . /ompliant 
CANNON COMBINATION D-SUB/ a ic acl ai Avalable 
COAXIAL CONTACTS 4 @ Easy Assembly 
| T T cannon © Steel Shell With Nickel Plating 


RoHS _ 
A A Compliant 
Available 


Socket Pin 


© Current rating: 5A 
© Temperature range: -55°C to +125°C. 


© Size 8 contacts 
© Commercial applications 
© Contact plating: gold over nickel 


Price Each 
Mfg. Part No. Stock No. 1-24+ 


Pin, Copper Alloy, Gold Plated Contacts, 50 © Straight Crimp, Gold over Copper, 0.965/0.917" 
Length 


@ DM53740-15 47M0069 16.12 


Pin, Copper Alloy, Gold Plated Contacts, 50 © Straight Crimp, Gold over Nickel, 0.965/0.917" 
Length 


@ DM53740-1 47M0068 16.12 


Pin, Copper Alloy, Gold Plated Contacts, 50 Straight Solder, Gold over Nickel, 0.965/0.917" 
Length 


® Includes 2 Jack Screws 
© Straight Cable Exit 


Accommodates 3M mfg. part nos. 
898XX, 899XX, 82XX and 83XX 
D-Sub connectors; ordered separately. 
Designed for use with 3M mfg. part 
nos. 3659 and 3750 round-jacketed 
flat cable, order separately. 


Exit Price Each 
Mfg. Part No. Shell Size Angle Stock No. | 19+ 

Steel Body 

© 3357-9215 DA 180° 87F3874 8.33 
© 3357-9225 DB 180° 87F3875 10.67 
© 3357-9237 DC 180° 87F3876 24.38 
© 3357-9209 DE 180° 87F3873 7.30 
PIM_8512 


SHIELDED PLASTIC BACKSHELLS FOR D SUB 
CONNECTORS 


connectivity 


AUTHORIZED DISTRIBUTOR 


@ DM53740-5001 47M0071 12.85 RoHS 
Pin, Copper Alloy, Gold Plated Contacts, 75 © Straight Crimp, Gold Plating, 0.865" Length Gee eimpiat 
@ D1303222 37P2525 6.14 
Socket, Copper Alloy, Gold Plated Contacts, 50 Q Straight Crimp, Gold over Copper, 
0.965/0.917" Length 
@ DM53742-16 47M0073 12.79 
Socket, Copper Alloy, Gold Plated Contacts, 50 Q Straight Crimp, Gold over Nickel, 
0.965/0.917" Length 
@ DM53742-1 47M0072 20.34 
Socket, Copper Alloy, Gold Plated Contacts, 50 Q Straight Solder, Gold over Nickel, . 
0.965/0.917" Length Straight Entry 45° Entry 
@ DM53742-5001 47M0074 19.82 ® Shell material: ABS, Ni plated ® Cable diameter range: 4.0 - 13.0 mm 
7 7 Py) 1 © Shell flammability: UL 94V-0 © Temperature rating: -40°C to +110°C. 
cat Copper Alloy, Gold Plated Contacts, 75 0 Straight Crimp, 304 Gold Plating”, 0.865 ® Jackscrews: 4-40 UNC threaded © Shielding attenuation: >40bB (30MHz - 1GHz) 
Metallised plastic backshells, for applications requiring an economic, lightweight and durable shell with shielding 
onises44 BET 1 performance. Supplied complete with jackscrews, these compact shells include a range of cable grommets to 
Socket, Copper Alloy, Gold Plated Contacts, 75 Q Straight Crimp, Gold Plating, 0.865" Length suit cable diameters from 4.0 to 13.0mm. Backshells are available in either straight or 45 degree cable entry to 
@ D130344-1 96H9490 21.89 suit 9 to 37 way standard density D-Subminiature connectors 
PIM.8716 Exit Price Each 
Mfg. Part No. Shell Size Angle Stock No. 1-9+ 
ABS (Acrylonitrile Butadiene Styrene) Bod 
CANNON COMBINATION D-SUB/HIGH- ae 2a aa =e 
POWER SOLDER-TYPE CONTACTS 4 | T T eis are 780° raraDEN = 
ca bingda @ 2-2198618-5 DB 45° 9371223 11.15 
‘or 
Ose @ 2-2198617-5 DB 180° 9371222 4.49 
Avalable 0 :3-2198618-7 Dc 45° 9371227 12.26 
@ 3-2198617-7 DC 180° 9371226 9.09 
Pin Socket @ 2198618-9 DE 45° 9371225 2.12 
@ Size 8 contacts © Contact plating: gold over nickel @ 2198617-9 DE 180° 9371224 7.21 
© Commercial applications © Temperature range: -55°C to +125°C ae 


Overall plug length: 0.866” (22); diameter 0.142” (3.61). Overall receptacle length: 0.856” (21.74). 


AWG Price Each 

Mfg. Part No. Max Stock No. | 1-49 
Pin, Copper Alloy, Gold Plated Contacts 
@ DM53745-1 8AWG 47M0080 4.71 
@ DM53745-7 12AWG 47M0081 4.48 
@ DM130340-4 16AWG 7400474 1.86 
@ DM53745-8 16AWG 47M0082 7.08 
Socket, Copper, Gold Plated Contacts 
@ DM53744-24 16AWG 42J5554 11.36 
Socket, Copper Alloy, Gold Plated Contacts 
@ DM53744-1 8AWG 47M0075 1.73 
@ DM53744-6 12AWG 47M0078 4.49 
@ DM53744-7 16AWG 47M0079 4.95 
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17 SERIES D-SUB METAL BACKSHELLS 
_s 


Amphenol 


Commercial Products 


aa 
= RoHS _ 
Compliant 
Available 


£ 


2-piece die-cast zinc backshells (hoods) with clear zinc finish meet FCC docket 20780, shielding out EMI/ 
RFI. PVC inserts accommodate a wide range of braided or foil-shielded cable. All units are jack screw models. 
Include clear zinc-finished steel mounting hardware. 
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D-SUB — ACCESSORIES 


17 SERIES D-SUB METAL BACKSHELLS (CONT.) D Sub Backshells 
Exit Price Each Exit Price Each 

Mfg. Part No. Shell Size Angle Stock No. 1-24+ Mfg. Part No. Shell Size Angle Stock No. 1-9+ 
Zinc Alloy Body Nylon (Polyamide) Body - Snap Together 
@ 17E165715 DA 180° 01M3401 8.15 @ 86303637BLF DE 180° 63K0554 2.45 
@ 17E165725 DB 180° 01M3402 8.91 PIM_5511409 
@ 17E165737 DC 180° 01M3403 8.24 ee 
@ 17E165750 DD 180° EEE aS D-SUBMINIATURE CONNECTOR Rots, AM phe nol 
@ 17E165709 DE 180° 73K2964 6.48 BACKSHELLS Se iorpinn . 
PIM_8256 Snap together hoods feature black nylon housings and come FCi 


complete with 4-40 locking screws. Universal plastic hoods with 
metal strain relief clamps feature self extinguishing UL94V0 thermoplastic housings in either a black or 


17 SERIES METALIZED PLASTIC BACKSHELLS Am phenol melee’ teh Straight and angle exit metal hoods feature a Zamak (Zinc Alloy) housing and come with 
umbscrews. 


Commercial Products Exit Price Each 
RoHS Mfg. Part No. Shell Size Angle StockNo. | 1-9 
Sep ersan Nylon (Polyamide) Body - Snap Together 
@ 86303638BLF DA 180° 63K0555 2.54 
@ 86303639BLF DB 180° 63K0556 2.64 
@ 86303640BLF DC 180° 63K0557 2.85 
2-piece, jack screw/grommet type shielded backshells fit both standard pin count and high density configurations. = ensdses7Bts : = DE - 7 vey BSKOSSY 22 
ABS polymer housing, PVC insert. Nickel over copper plating for EMI/RFI suppression. Hardware included. Thermoplastic Body - Universal with Metal Strain Relief Clamp - Black 
at Price Each @ 863093C09ALF DE 180° 63K0563 1.06 
Mfg. Part No. Shell Size Angle Stock No. [tae Thermoplastic Body - Universal with Metal Strain Relief Clamp - Metallized 
ABS (Acrylonitrile Butadiene Styrene) Body @ 863093C09MLF DE 180° 63K0564 3.57 
@ 17E17242 DE 180° 73K2965 3.88 Zinc Alloy Body - EMI/RFI, Economical Series 
Metallised Thermoplastic Body @ 8655MHRA1501LF DA 45° 63K0602 6.87 
@ 17E17252 DA 180° 01M3405 6.19 @ 8655MH1501BLF DA 180° 95M3318 4.31 
© 17E17262 DB 180° 84K7425 ALO @ 8655MHRA2501LF DB 45° 63K0603 TAT 
@ 17E17272 DC 180° 76K1342 9.98 @ 8655MH2501BLF DB 180° 95M3319 6.32 
PIM 8280 @ 8655MHRA3701LF DC 45° 63K0604 9.25 
@ 8655MH3701BLF DC 180° 95M3320 6.82 
@ 8655MHRASO01LF DD 45° 26P0589 Heil) 
17 SERIES D-SUB LOCK ASSEMBLIES Am phenol @ 8655MHRA0901LF DE 45° 63K0601 2.64 
Commercial Products @ 8655MH0901BLF DE 180° 95M3317 4.66 
4-40 RoHS Zinc Alloy Body - with Two Clamps - EMI/RFI 
SCREW Geptinsian @ 8655MH3711LF DC 180° 63K0612 12.52 
0.189 ; a0 © 8655MHO911LF DE 180° 63K0606 9.64 
(4:50) = » (7.1) Zinc Body - with Two Clamps - EMI/RFI 
seg ale — SY, @ 8655MH1511LF DA 180° 63K0608 9.89 
ost sci WaShER 4.40 UNC. 2A THREA 0.1897 @ 8655MH2511LF DB 180° 63K0610 10.69 
(7-80) NUT 9-37=0.547 (13.9) (4.80) PIM_134337 
50=0.654 (16.6) a 
== Male 
4.40 D-SUBMINIATURE Amphenol 
be METAL CAPS FCi 
Price per 
Pkg. RoHS _ 
Mfg. Part No. Screw Length Stock No. 1-24+ Geptinoiat 
4-40 - Male 
@117D20419EX 9.3mm 31M9657 6.85 
4-40 - Female Metal caps for D-subminiature connectors. Bright tin plated steel. 
@ 117D204182TX 12.9mm 89K7398 Cia eariise Price Each 
4-40 - Male Mfg. PartNo. | Type With StockNo.| 1-24 
@ L17D20420EX 9.3mm 31M9603 4.59 Steel Body 
PIM_8257 @ 86553149TLF | Cap | 15 Pos. Standard & ie Pos.High Density D Sub} 63K0640 1.60 
lugs 
D-SUBMINIATURE CONNECTOR HARDWARE Amphenol @ 86553150TLF Cap 25 Pos. Standard & eis High Density D Sub| 63K0641 1.69 
i FCi @ 86553151TLF Cap 37 Pos. Standard & ge High Density D Sub] 63K0642 0.83 
RoHS @ 86553117TLF Cap |50 Pos. Standard & 78 Pos. High Density D Sub | 63K0634 1.00 
1) Gop tinaian Receptacles 
@ 86553114TLF | Metal Cap | 15 Pos. Standard & 26 Pos.High Density D Sub} 63K0631 1.60 
Receptacles 
Female Screwlock @ 86553115TLF | Metal Cap | 25 Pos. Standard & 44 Pos. High Density D Sub | 63K0632 1.59 
Price Each Receptacles 
Mfg. Part No. Screw Length Stock No. Es | @ 86553113TLF | Metal Cap |9 Pos. Standard & 15 Pos. High Density D Sub] 63K0630 1.66 
M3 - Female Screwlock Receptacles 
© 863001018TLE 9.1mm 63K0538 0.13 a 
4-40 UNC - Male Screwlock 
@ 863005ATLF 8.1mm 63K0548 0.19 
4-40 UNC - Female Screwlock Cut costs, not corners with 
@ 863001019TLF 9.1mm 63K0539 0.52 
@ 863001060TLF 12.9mm 72K4713 0.69 (2) 
4-40 UNC, M3 - Female Screwlock multicom Board & Box Components 
@ 863001TLF 8.3mm 63K0536 0.70 p newark.com/multicomp 
@ 863001061TLF 17.6mm 63K0540 0.68 
PIM_134338 


PIM_5624836 
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D-SUBMINIATURE HOODS AND ACCESSORIES 


RoHS ea 
Compliant 
Available 


| 


09 67 xxx 0443 
ee Og 
att 
09 67 xxx 0573 
09 67 xxx 0571 09 67 xxx 0442 
| Exit | Price Each 

Mfg. Part No. Shell Size Angle Stock No. 1-9+ 
Metal Body - Knurled Screws 
@ 09670150333 DA 90° 93C7970 10.21 
@ 09670150343 DA 180° 93C7971 10.91 
@ 09670250333 DB 45° 9307999 10.26 
@ 09670370333 DC 90° 93C8028 13.81 
@ 09670090333 DE 90° 9307942 -— 
@ 09670090343 DE 180° 9307943 9.97 
Metal Body - Locking Screws 
@ 09670090334 DE 90° 4456271 11.25 
Metallised Thermoplastic Body - For Spring/Side Locks 
@ 09670150453 DA 90°,180° 9307979 1.63 
@ 09670250453 DB 90°,180° 96M1883 7.90 
@ 09670370453 DC 90°,180° 93C8039 = 
@ 09670090453 DE 90°,180° 9307952 TEP 
Metallised Thermoplastic Body - Knurled Screws 
@ 09670150435 DA 90°,180° 9307977 12.08 
@ 09670150425 DA 180° 93C7975 12.09 
@ 09670250435 DB 45° 93C8005 12.16 
@ 09670250425 DB 180° 99F7805 11.93 
@ 09670370435 DC 45° 93C8036 14.06 
@ 09670370425 DC 180° 93C8034 12.56 
@ 09670090435 DE 90°,180° 9307948 11.96 
@ 09670090425 DE 180° 96M1881 dneoS) 
Metallised Thermoplastic Body - Short Locking Screws 
@ 09670150443 DA 180° 93C7978 9.90 
@ 09670250443 DB 180° 93C8007 7.52 
@ 09670090443 DE 180° 9307950 7.07 
Thermoplastic Body - Knurled Screws 
@ 09670150571 DA 45° 9307982 6.13 
@ 09670250571 DB 45° 93C8010 4.78 
@ 09670250573 DB 90° 9308011 6.61 
@ 09670090571 DE 45° 9307954 5.52 
Thermoplastic Body - Short Locking Screws 
@ 09670150442 DA 180° 93B5170 6.25 
@ 09670250442 DB 180° 93C8006 6.23 
@ 09670090442 DE 180° 9307949 5.77 


PIM_114890 


D Sub Screwlocks & Slidelocks 


Price Each 
Mfg. Part No. Screw Length Connector Shell Size Stock No. 1-9+ 

Fixed Latch, For Use With 50 Pos. Connectors 
@ 09670019972 DD | 9307940 0.74 
Fixed Latch, For Use With 9- a7 Pos. Connectors 
@ 09670019971 DE, DA, DB, DC 9307939 0.24 
Fixed Latch, For Use With 9- 50 Pos. Connectors 
@ 09670009907 DE, DA, DB, DC, DD 9307907 0.35 
4-40 - Locking Bolt, For Use With 9-50 Pos. Connectors 
@ 09670019973 10.8mm DE, DA, DB, DC, DD | 9307941 1.37 
4-40 - Slide Lock, For Use With 15/26 Pos. Connectors 
@ 09670009915 as DA | 9307912 4.33 
4-40 - Slide Lock, For Use With 25/44 Pos. Connectors 
@ 09670009916 8 DB 93B1338 4.08 
4-40 - Slide Lock, For Use With 37/62 Pos. Size Connectors 
@ 09670009917 ie DC 9307913 4.88 
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D Sub Screwlocks & Slidelocks (CONT.) 


Price Each 
Mfg. Part No. Screw Length Connector Shell Size Stock No. 1-9+ 
4-40 - Slide Lock, For Use With 50/78 Pos. Size Connectors 
@ 09670009918 ois DD 9307914 5.27 
4-40 - Slide Lock, For Use With 9/15 Pos. Connectors 
@ 09670009914 = DE 9307911 4.14 
PIM_5511413 
D Sub Jack Screws 
Price per 
Pkg. 
Mfg. Part No. Screw Length Stock No. 1-24+ 
4-40 
@ 09670009973 18mm 33P4024 ui 
4-40, M3 
@ 09670009924 13mm 33P4023 2.03 
@ 09670009922 13mm 33P4026 zs 
PIM_5511412 
CANNON SCREW LOCKS 


& 
~ ITT 


cannen 


“0 


M24308/26-2F Female pegietel3 Mele 


#4-40 NC-2A THD. 
Fig. 1 Fig. 2 
Male and female screw locks provide positive mating in vibration applications. Hardware is cold rolled steel with 
yellow chromate over cadmium finish and clip is sheet steel. Kit consists of 1 nut, 3 washers, 1 lock washer, 1 
hex nut. 2 kits required per connector. 
Price Each 
Mfg. Part No. Screw Length Stock No. 1-24+ 
#4-40 - Fig. 1 
D20418-82 7.92mm 87H9118 2.34 
4-40 - Fig. 2 
D20420-13 7.14mm 45W5710 sy 
4-40 - Fig. 1 
M24308/26-2F 20.66mm 61H7261 = 
PIM_8828 
D Sub Screwlocks & Slidelocks 
Price Each 
Mfg. Part No. Screw Length Connector Shell Size Stock No. 1-24+ 
#4-40 - Fig. 1 
D20418-2 12.7mm 15N3714 = 
4-40 - Fig. 1 
D20418-39 20.66mm DE, DA, DB, DC, DD 4235275 = 
4-40 UNC-2A - Fig. 2 
D20419 6.35mm DE, DA, DB, DC 69K0836 2.96 
PIM_5511410 


See the newest Technologies and 
Suppliers at: 


newark.com/new-products 


PIM_5624846 
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CANNON UNSHIELDED BACKSHELLS CANNON SLIDE LATCH ASSEMBLIES (CONT.) 
vy Price Each 
| Ty T cannon Mfg. Part No. Screw Length Connector Shell Size Stock No. 1-49+ 
4-40 - Slide Lock Retainer Assembly 
@ DA51220-1 ath A 47M0059 B22) 
ee) @ DB51221-1 a DB 47M0062 3.66 
. > ——_ . @ DD51223-1 a DD 51R4715 4.04 
»- - z X @ DE51224-1 ie DE 47M0067 2A 
= _—— 4-40 UNC - Slide Lock Post Assembly 
{ Pa V2 D53018 10.57mm 7 93F3701 en 
& _ = PIM_8695 
Fig. 1 Fig. 2 
All unshielded backshells are made of low-carbon steel per ASTM A-620. Yellow chromate over cadmium finish CANNON SPRING LATCH ASSEMBLIES 
per M85049 specifications. xYy 
Exit Price Each | T T cannon 
Mfg. Part No. Shell Size Angle Stock No. 1-49+ #4-40 THD. x .312 (7,92) RoHS | 
Steel Body - Deep Straight Clamp - Fig. 1 EONG'SEREW 095 (2.41) Se ron 
DA24658 DA 180° 93F3709 12.67 ft 060 (1.52) 
DB24659 DB 180° 93F3710 11.72 
DC24660 DC 180° 93F3711 6.33 #4-40 HEX, NUT 
DD24661 DD 180° 93F3712 14.94 Fig. 1 
DE24657 DE 180° 93F3708 6.12 Fea THO.» 312 0.82 
Steel Body - Round Clamp - Fig. 2 + A 
DA20961 DA 180° 93F3714 7.52 ween; - c 
DB20962 DB 180° 93F3715 6.13 060 (1.52) #4-40 HEX. NUT 
M85049/48-2-3F DB 180° 14N2228 5.93 Fig. 2 
DC20963 DC 180° 93F3716 4.85 Kits consist of 1 plate, 1 screw, 1 lock washer and 1 nut. Front panel mounting. Order 2 kits per connector. 
pb20964 DD 180° 93F3717 5.36 Price Each 
DE44994 DE 180° 93F3713 12.85 Mfg. Part No. Connector Shell Size Stock No. 1-9+ 
PIaaei 4-40 - Spring Latch Plate Kit, Fig.1, A: 0.609”, B: 0.673” 
= @ D110280 DD 35€1704 2.96 
4-40 - Spring Latch Plate Kit, Fig.2, A: 0.609”, B: 0.673”, C: 0.732” 
CANNON SNAP-TOGETHER SHIELDED acne a EET aS 
BACKSHELLS w | T T 4-40 - Spring Latch Plate Kit, Pack of 2, A: 0.609”, B: 0.673” 
cannen @ D110280-3 DD 01X2749 6.66 
Gee timpiat 4-40 UNC - Spring Latch Plate Kit, Fig.1, A: 0.489”, B:0.565” 
avalable @ 0110278 DE, DA, DB, DC 35C1702 177 
PIM_8696 


CANNON JACKSCREW AND JACKPOST 


ASSEMBLIES Yy 
ITT ~~ cannon 
LR Rim ; 
Compliant 
Straight 180° Cable Exit 40° Cable Exit Available 
Each kit consists of 1 front shell, 1 rear shell, 1 cable clamp and 2 screws. For commercial applications. 
Material: metalized ABS polymer (plastic) with nickel-over copper finish. Temperature range: -20°C to +80°C. 
Snap-together design for quick assembly. Attenuation: -44dB at 1000MHz. Requires two mfg. part no. 250- 
8501-013 thumbscrews; order separately below. 
Exit | Price Each Jackpost Jackpost Jackscrew 
Mfg. Part No. : Shell Size Angle Stock No. 1-9+ Stainless steel jackpost kit consists of 2 posts, 2 nuts, and 2 lockwashers. Stainless steel jackscrew kit consists 
ABS, Nickel over Copper Plating Body of 2 studs, 2 heads, and 1 tube retaining compound. Order one kit per connector. 
@ DA121073-150 DA 180° 47M0058 16.54 Price Each 
@ DC121073-152 DC 180° 51R5878 8.47 Mfg. Part No. Screw Length Stock No. 1-24+ 
@ DE121073-54 DE 40° 47M0066 30.38 4-40 - 4-40 Recessed Jackscrew Kit 
@ DE121073-154 DE 180° 47M0065 13.42 @ 2508501004 9mm 39P6098 0.48 
For Use Price Each 4-40 UNC - Jackpost Kit 
Mfg. Part No. With Stock No. 4-1-24+ @ D110551 14.14mm 51R4718 6.28 
@ 250-8501-013 D Sub Snap-Together EMI Shielded Backshells 47M0134 1.69 4-40 UNC - Jackscrew Kit 
PIM 8692 @ D110550 16.26mm 93F3700 20.05 


PIM_8697 


D-SUB CONNECTOR ADAPTER SYSTEM 


cinch 


‘CONNECTIVITY SOLUTIONS 
abel group 


RoHS _ 
Compliant 
Available 


CANNON SLIDE LATCH ASSEMBLIES Yy 
ITT 


cannen 


SPACER 
WASHER LOCK WASHER 


NWO 
102" (2.59) J 
+ .005 (.130) aera 
+ .010" (.250) 


Slide lock post kit consists of 2 posts, 4 space washers, 2 lock washers, and 2 hex nuts. Steel with yellow 
chromate over 100u” cadmium finish. Order one kit per connector. 


Latching Blocks for Adapter System 


Hood with Latches 


Commercial-grade 2-piece, modified phenylene oxide snap-on straight adapter hoods captivate metal shell 
D-sub connectors, ordered separately. Available with latches or with filler ends. Standard cable opening. 
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ALL-PLASTIC STRAIGHT HOODS (CONT.) 


oS blocks, ordered separately below, are constructed of diecast zinc and include nickel-plated steel SEM For Use Price Each 
- Mfg. Part No. Type With Stock No. 1-24+ 
; Exit firicelEachy Nylon (Polyamide) Body 
Mfg. Part No. _ piel Size Angle STOCKING) Use DE-51218-1 Straight Hood 9 Position Connectors 45F990 = 
PPO (Phenylene Oxide) Body 
© SDHH-15BL DA 180° 12M1537 7.44 oe 
@ SDHH-25BL DB 180° 12M1541 1.87 
@ SDHH-9BL DE 180° 12M1549 2.48 DUST CAPS in h 
PIM_8674 cincn 
abel group 
. RoHS 
D Sub Screwlocks & Slidelocks Gee eimpiat 
Brice cach Available 
Mfg. Part No. Stock No. 1-24+ 
4-40 - 0.06” or 0.08” Panel Thickness 
SD-LB-060-080 : 44F5630 oe Polyethylene 
4-40 - 0.125” Panel Thickness Polyethylene caps protect connectors from performance-affecting debris. Available in other shell sizes, go online 
SD-LB-125 44F5629 ae or call. 
PIM_5511414 For Use Price Each 
Mfg. Part No.| Type With Stock No.|  1-49+ 
COMMERCIAL SCREW LOCK ASSEMBLIES A =e Pelye yene) een 2 = 
Cl nc @ DA-60-20 | Dust Cap | Shell Size A 15 Position D Subminiature Plug Connectors | 50F4006 0.40 
eee @DB60-20 |DustCap|Shell Size B 25 Position D Subminiature Plug| 85F8012 3.65 
abel group Connectors 
Gee tinpian @ 0859-20 |DustCap|Shell Size B 25 Position D Subminiature Socket] 85F8011 | 2.23 
14 ail & Available Connectors 
@ DE60-20 | Dust Cap | Shell Size E 9 Position D Subminiature Plug Connectors | 85F8017 1.76 
@ DE-59-20 | DustCap| Shell Size E 9 Position D Subminiature Socket) 85F8016 1.76 
Male - 020419-40 Conneetors 
Female - D20418-42 PIM_8758 


P = pin. S = socket. (*) = use with junction shell. 


Price Each 
Mfg. Part No. Screw Length Stock No. 1-49+ 
4-40 - for Shell Size: A, E (S only), B, C (P or S)* 
@ D20419-46 6.35mm 03M4751 297 
4-40 - for Shell Size: A, E (P or S), B, C (S only) 
@ D20419-40 6.35mm 11M3134 4.30 
4-40 - for Shell Size: D (S) 
D-20420-0 6.35mm 43F232 11.67 
4-40 - for Shell Size: D (S)* 
@ D20420-42 7.14mm 11M3135 6.85 
4-40 - for Shell Size: E, A, B, C, D (P or S) 
@ D20418-42 7.92mm 86K8665 LTTE 
PIM_8753, 
SLIDING LOCK ASSEMBLIES 


cinch 


CONNECTIVITY SOLUTIONS 
abel group 


Assembly consists of lock retainer and two screws. Each lock retainer requires two mfg. part no. D-53018 lock 
posts, ordered separately below. 


RIGHT-ANGLE AND DEEP STRAIGHT CLAMP 
JUNCTION SHELLS 


cinch 


CONNECTIVITY SOLUTIONS 
abel group 


RoHS — 
Compliant 
Available 


Right-Angle Clamp 


Deep Straight Clamp 


Low carbon steel shell; zinc with clear chromate finish. 


Exit Price Each 

Mfg. Part No. Shell Size Angle Stock No. 1-24+ 
Steel Body 
@ DA-19977-31 DA 90° 11M2949 19.63 
@ DA-24658-31 DA 180° 03M4753 Neds 
@ DB-19977-32 DB 90° 06M3362 4.34 
@ DB-24659-32 DB 180° 11M2960 14.71 
@ DC-24660-33 DC 180° 11M2973 28.37 
@ DE-19977-30 DE 90° 80K5260 14.35 
@ DE-24657-30 DE 180° 11M2997 15.71 
PIM_8757 


TWO-PIECE BACKSHELLS 


.cinch 


CONNECTIVITY SOLUTIONS 
abel group 


Price Each Sie 
Mfg. Part No. Connector Shell Size Stock No. 1-49+ Gee simone 
4-40 - Lock Post Available 
D-53018 57F3200 2.83 
4-40 - Slidelock 
DEsl22 tt BB SzEs204 25) Fit both standard and 1.5 density D-sub connectors. DMH series diecast zinc cover, PVC inserts, steel, zinc- 
DE-51224-1 DE 85F8015 3.32 plated hardware. DCH series metallized plastic cover, nickel-over-copper plating, PVC inserts, steel, zinc-plated 
PIM_8709 hardware. DPH series black plastic cover, PVC inserts, steel, zinc-plated hardware. Diecast and metallized 
iz plastic hoods provide EMI/RFI shielding. 
Exit Price Each 
ALL-PLASTIC STRAIGHT HOODS ci nch Mfg. Part No. Shell Size Angle Stock No. 1-24+ 
CONNECTIVITY SOLUTIONS ABS (Acrylonitrile Butadiene Styrene) Body 
bel gteue @ DPH-E-003 DE 180° 11M3092 271 
Metallised Thermoplastic Body 
@ DCH-A-003 DA 180° 10M9883 8.45 
@ DCH-B-003 DB 180° 11M2974 5.40 
@ DCH-C-003 DC 180° 11M2975 7.15 
@ DCH-E-003 DE 180° 11M2976 3.63 
Zinc Body 
@ DMH-A-003 DA 180° 11M3078 11.57 
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TWO-PIECE BACKSHELLS (CONT.) 
@ DMH-E-003 DE | 180° 
PIM_8759 


11M3081 


10.30 


D-SUB JACK SCREWS 


KEYSTONE 


RoHS 


(2) FLA’ ‘ 
SCREW Compliant 
FAG Available 
NUT 


Jack Scew with Hardware 


KAUR 093018) 4-40 THD 


625 fee 
yee 


Slimline Turnable 


KNURL 187 01a Jack Screw Only calcd 


4-40 THD 


7 10 
i al iao 


Straight Knurl Turnable 


Direct Access Turnable 


D-subminiature connector mounting screw. Per MIL-C-24308/26. 

Material: steel, zinc plate and clear chromate, SEMS jacksrews feature captivated helical spring lockwasher, 
simplifies use, flat washer and nut supplied unassembled. 

Material: Steel, zinc plate & clear chromate. Diameter: 0.187" 


Price Each 
Mfg. Part No. | Screw Length Stock No. | 1-494 

4-40 

@ 7228-5 6.4mm 16F1076 0.48 
@ 7231-5 7.9mm 16F1079 0.26 
@ 7230 7.9mm 59K0516 0.28 
@ 7229-5 11.13mm 16F1077 0.52 
@ 7229 11.13mm 59K0515 0.71 
@ 7230-5 12.52mm 16F1078 0.37 
@ 7231 12.67mm 59K0518 0.44 
@ 7232-5 20.62mm 16F1080 0.82 
@ 7233-5 20.62mm 16F1081 0.56 
@ 7232 20.62mm 59K0519 0.82 
@ 7233 20.62mm 59K0520 0.91 
@ 2069 44.86mm 50F4704 2.15 
@ 2073 56.13mm 50F4698 2.02 
@ 2065 57.15mm 50F4694 1.81 
@ 2071 57.66mm 50F4706 472 
@ 2067 61.93mm 50F4695 277 
4-40 UNC 

@ 7228 6.4mm 59K0514 0.41 

PIM_9283 


CONNECTOR MOUNTING HARDWARE 


—_ aN ens 7] 


ON ORD 
550 RoHS _ 
Compliant 
Available 


rr con oo or 
.250 auth 437 oe .200 | 
oy 7 esi ‘ 
4-40 TH’D 4-40 THD 4-40 TH’D 
2062 2063 2060, 2061 
Standard clips and washers feature steel, zinc plate and gold iridite material. 
Price Each 
Mfg. Part No. Screw Length Stock No. 1-99+ 
4-40 - “Bow-Tie” Clip - 4-40 x 1/4 
© 2060 62W4979 0.65 
4-40 - “U” Clip 
@ 2062 6.4mm 62W4981 0.42 
4-40 - “Bow-Tie” Clip - 4-40 x 9/32 
@ 2061 | 7.1mm 62W4980 0.75 
4-40 - Saddle Washer 
@ 2063 | 11.14mm 62W4982 0.56 
PIM_9399 


PCB Fabrication 


Quality U.S.-based manufacturers — 
as fast as 48-hour turnaround! 


element14.com/designcenter 


& Assembly 


PIM_5624858 
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DELUXE AND ECONOMY 


D-SUB CONNECTOR COVERS Bere multicomp 


Fig. 5 


Fig. 7 


® 1-pc. plastic covers fit all standard EIA cable and 
D-Sub connectors from most manufacturers. Half- 
moon insert system grips and prevents slippage 
or twisting of cable. Black polypropylene cover 


black styrene plastic cover, rated UL94V-0, with 
zinc-finished steel hardware. Metallized-plastic 
covers feature nickel-over-copper plating, UL94-HB 
rated, and PVC insert, UL94V-0 rated. Feature 


and insert. compression insert system that performs effectively 
@ 1-pc. dual exit plastic cover features slotted with foil or braid shields. 
thumbscrews and hinged snap-locking design in @ Metal covers feature compression insert system 


25 positions. Black nylon 6/6 cover, UL94V-2 rated, 
with black zinc-finished steel screw machined 
thumbscrews. 

© 2-pc. plastic covers feature split-jacket insert 
system that accepts most cable sizes. Gray or 


that produces a strong mechanical connection with 
most cable sizes. Straight or right-angle cable exit 
design. Accommodate standard D-Sub connectors 
from most manufacturers. 


Exit Price Each 
Mfg. Part No. Shell Size Angle Stock No. | 1-249+ 

ABS (Acrylonitrile Butadiene Styrene) Body - Deluxe 2-Piece Covers, Fig. 3 
@ SPC15438 DA 180° 79K5018 0.34 
@ SPC15461 DB 180° 79K5035 2.63 
@ SPC15330 DC 180° 79K4922 0.49 
@ SPC15242 DD 180° 79K4839 0.74 
@ SPC15476 DE 180° 79K5048 2.37 
ABS (Acrylonitrile Butadiene Styrene) Body - Deluxe Covers, Fig. 6 
@ SPC14988 DA 180° 80K5399 6.55 
@ SPC14990 DB 180° 80K5401 7.10 
@ SPC14992 DC 180° 80K5403 6.57 
@ SPC14962 DD 180° 80K5383 10.45 
ABS (Acrylonitrile Butadiene Styrene) Body - Economy 2-Piece Covers, Fig. 5 
@ SPC15204 DB 45° 79K4806 0.37 
@ SPC15226 DE 45° 79K4825 5.78 
ABS (Acrylonitrile Butadiene Styrene) Body - Economy Covers, Fig. 7 
@ SPC15265 DA 180° 79K4862 4.63 
@ SPC15298 DB 180° 79K4892 5.12 
@ SPC15202 DC 180° 79K4804 0.86 
@ SPC15137 DD 180° 79K4750 0.73 
ABS (Acrylonitrile Butadiene Styrene) Body - Fig. 6 

MC001560 DA 180° 15AC7653 0.53 

MC001561 DB 180° 15AC7654 = 

MC001559 DE 180° 15AC7652 6.56 
Metal Body - Deluxe Covers, Fig. 6 
@ SPC15009 DC 180° 80K5418 12.50 
@ SPC15011 DD 180° 80K5420 12.72 
Metal Body - Economy Covers, Fig. 8 
@ SPC15387 DA 180° 79K4970 11.05 
Metal Body - Ethernet Covers 
@ SPC14944 DA 180° 80K5374 9.63 
Metallised Thermoplastic Body - Deluxe Covers, Fig. 4 
@ SPC14997 DA 45° 80K5407 6.80 
@ SPC14998 DB 45° 80K5408 1-52 
@ SPC15001 DC 45° 80K5410 6.95 
@ SPC14995 DE 45° 80K5405 5.95 
Metallised Thermoplastic Body - Deluxe Covers, Fig. 6 
@ SPC14987 DE 180° 80K5398 5.59 
Metallised Thermoplastic Body - Economy Covers, Fig. 7 
@ SPC15425 DE 180° 79K5005 3.92 
Plastic Body - Deluxe 1-Piece Covers, Fig. 1 
@ SPC14982 DA 180° 80K5395 0.44 
@ SPC14985 DB 180° 80K5396 5.76 
PP (Polypropylene) Body - Deluxe 1-Piece Covers, Fig. 1 
@ SPC14980 DE 180° 80K5394 4.44 
PP (Polypropylene) Body - Deluxe 1-Piece Covers with Thumbscrew, Fig. 2 
@ SPC15396 DA 180° 79K4979 5.13 
@ SPC15451 DB 180° 79K5027 0.82 
@ SPC15317 DC 180° 79K4911 5.08 
@ SPC15472 DE 180° 79K5044 4.91 
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DELUXE AND ECONOMY D-SUB CONNECTOR HARDWARE (CONT.) 
D-SUB CONNECTOR COVERS (CONT.) Price per 
Exit Price Each Pkg. 
Mfg. Part No. Shell Size Angle Stock No. 1-249+ Mfg. Part No. Screw Length Stock No. 1-249+ 
Thermoplastic Body - Deluxe 2-Piece, Fig. 4 M3 - Spring Latch Lock, Fig. 2 
@ SPC14937 DA 45° 15R2426 4.14 @ SPC15378 11.95mm 79K4962 5.59 
@ SPC14939 DB 45° 15R2427 6.00 4-40 UNC - 15-way Slide Lock, Fig. 1 
@ SPC14941 DC 45° 80K5373 5.58 @ SPC15149 9.5" 79K4759 = 
@ SPC14936 DE 45° 15R2425 4.62 4-40 UNC - 25-way Slide Lock, Fig. 1 
Zinc Alloy Body - 1-Piece Cover with Thumbscrew @ SPC15165 9.5" 79K4769 0.35 
MC001557 DA go° 15AC7650 12.50 4-40 UNC - Locking Post Set, Fig. 3 
MC001558 DB 90° 15AC7651 10.13 @ SPC15162 10.65mm 79K4768 = 
MC001556 DE 90° 15AC7649 12.04 4-40 UNC - Male Screw Set Kit, Fig. 4 
Zinc Alloy Body - Deluxe Covers MC001542 3.4mm 15AC7635 1.44 
MC45000 DB 90° 90W1568 10.00 PIM_18929 
Zinc Alloy Body - Deluxe Covers, Fig. 6 
@ SPC15005 DA 180° 80K5414 9.04 D Sub Jack Screws 
@ SPC15007 DB 180° 80K5416 3.26 Pica per 
@ SPC15003 DE 180° 80K5412 8.71 Pkg. 
Zinc Alloy Body - Economy Covers Mfg. Part No. Screw Length Stock No. | 1-249+ 
@ SPC15128 DA 90° 79K4744 0.70 4-40 - Hex Extender 
@ SPC15381 DB 90° 79K4964 3.08 @ SPC15382 ay 79K4965 1.82 
Zinc Alloy Body - Economy Covers, Fig. 8 4-40 
@ SPC15455 DB 180° 79K5030 (eS 5) @ SPC15081 0.339" 80K5430 3.78 
@ SPC15310 DC 180° 79K4904 1.89 @ SPC15082 13mm 80K5431 3.68 
@ SPC15234 DD 180° 79K4833 3.79 @ SPC15216 14.9mm 79K4817 1.05 
@ SPC15468 DE 180° 79K5042 10.80 @ SPC15292 15.7mm 79K4887 2.81 
Zinc Alloy Body - Fig. 6 4-40 UNC, M3 
MC001563 DA 180° 15AC7656 2222. @ SPC15403 12.7mm 79K4985 0.31 
MC001564 DB 180° 15AC7657 1.40 PIM_5511333 
MC001565 DC 180° 15AC7658 1.73 
MC001562 DE 180° 15AC7655 11.14 HANDLE THUMBSCREWS Rodis ; @ 
PIM Seine multicomp 


LOW AND ULTRA LOW PROFILE D-SUB COVERS @ , tt, 
Specifications: multicomp ’ 4 | — 
ec Material: zinc all m - 
e Cont Finish fiecicie, thee under-plate = Rotts : Fig. 3 Fig. 4 (non-slotted) 
= oir 


4 Wey, 
Fig. 2 —— 
ee Fig.7 Fig. 8 
Exit Price Each Fig. 5 (slotted or non-slotted) = 


Mfg. Part No. Shell Size Angle Stock No. 1-49+ Fig. 6 (slotted) 
Zinc Alloy Body Rugged steel construction with nickel or clear zinc plating. Choice of plastic, metal, or machined handle. 
Threadsize: #4-40 UNC except mfg. part no. SPC15185 which is M3.5 x 0.6. Sold in packages of 2. 
@ SPC20349 DA 90° 84K8882 14.02 Price per 
@ SPC20350 DB go° 84K8883 19.68 Pkg. 
@ SPC20351 DC 90° 84K8884 24.68 Mfg. Part No. Screw Length Stock No. 1-249+ 
@ SPC20352 DD 90° 7317937 18.85 M3.5 - Metal Handle, Fig. 8 
@ SPC20348 DE 90° 84K8881 12.93 @ SPC15185 32.69mm 79K4788 0.32 
PIM_88562 4-40 UNC - Machined Handle, Fig. 5 
_ EEE @ SPC14960 0.8” 80K5381 0.73 
D-SUB CONNECTOR HARDWARE Sats a Cc) 4-40 UNC - Metal Handle, Fig. 7 
Available multicomp @ SPC15335 37mm 79K4927 0.43 
4-40 UNC - Metal Handle, Fig. 4 
@ SPC15199 44mm 79K4801 2.35 
4-40 UNC - Metal Handle, Fig. 5 
@ SPC15270 44mm 79K4867 1.97 
4-40 UNC - Machined Handle, Fig. 5 
@ SPC14961 1.9" 80K5382 4.15 
4-40 UNC - Plastic Handle, Fig. 2 
@ SPC15288 49mm 79K4885 2.89 
4-40 UNC - Plastic Handle, Fig. 3 
@ SPC15249 49.5mm 79K4846 1.48 
4-40 UNC - Plastic Handle, Fig. 4 
@ SPC15245 §2.7mm 79K4842 2.80 
4-40 UNC - Metal Handle, Fig. 6 
@ SPC15168 72.2mm 79K4772 0.30 
4-40 UNC - Metal Handle, Fig. 5 
MC001555 48.3mm 15AC7648 2.63 
PIM_8847 
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CONNECTORS & ACCESSORIES 
D-SUB — ACCESSORIES 


D-SUB CONNECTOR DUST COVERS 


multicomp 


RoHS — 
Compliant 
Available 


Clear plastic dust covers protect D-sub connectors from harmful debris. Not EMI/RFI rated. 


Price per 
For Use |__Pkg. 
Mfg. Part No. Type With Stock No. 1-49+ 


PE (Polyethylene) Body, Sold individually 
MC001545 Dust Cover 15 Pos D-Sub Plug Connectors 
MC001546 Dust Cover 25 Pos D-Sub Plug Connectors 
MC001547 Dust Cover 37 Pos D-Sub Receptacle Connectors 
MC001543 Dust Cover 9 Pos D-Sub Plug Connectors 
MC001544 Dust Cover 9 Pos D-Sub Receptacle Connectors 


15AC7638 0.09 
15AC7639 0.11 
15AC7640 0.19 
15AC7636 0.09 
15AC7637 1.01 


PE (Polyethylene) Body, Sold in packs of 10 


@ SPC15025 Dust Cover 15 Pos D-Sub Receptacle Connectors 80K5424 11.15 
@ SPC15026 Dust Cover 25 Pos D-Sub Plug Connectors 80K5425 1.84 
@ SPC15029 Dust Cover 37 Pos D-Sub Receptacle Connectors 80K5428 14.94 
@ SPC15022 Dust Cover 9 Pos D-Sub Plug Connectors 80K5421 9.53 
@ SPC15023 Dust Cover 9 Pos D-Sub Receptacle Connectors 80K5422 9.53 
Plastic Body, Sold in packs of 10 

@ SPC15024 Dust Cover 15 Pos D-Sub Plug Connectors 80K5423 11.15 
@ SPC15027 Dust Cover 25 Pos D-Sub Receptacle Connectors 80K5426 8.82 
@ SPC15028 Dust Cover 37 Pos D-Sub Plug Connectors 80K5427 14.94 
PIM_31985 

2-PC. 45° METAL D-SUB CONNECTOR COVERS multicomp 


RoHS — 
Compliant 
Available 


Low-profile, lightweight zinc die-cast D-sub connector covers provide excellent EMI/RFI shielding where space 
is at a premium. Finished with a durable nickel over copper underplate. Feature fully tapped holes that allow for 


easy assembly. Accommodate cable outer diameters ranging from 0.157” to 0.465”. Come complete with 4-40 
UNC thumbscrews and two-piece plastic strain relief system. 
Exit Price Each 
Mfg. Part No. Shell Size Angle Stock No. 1-49+ 

Zinc Body 

@ SPC15088 DA 45° 80K5433 4.19 

@ SPC15089 DB 45° 80K5434 15.26 

@ SPC15090 DC 45° 80K5435 20.25 

@ SPC15087 DE 45° 80K5432 9.54 
PIM_47374 

D-SUB CONNECTOR KITS multicomp 


RoHS _ 
Compliant 
Available 


X 


Crimp Kit 


Solder Kit 


D-subminiature connector kits enable users to perform custom wiring. Crimp kits include pin or socket 
contacts,connector shell housing, shielded/metalized hood, and mounting hardware. Solder kits include pre- 
assembled connector shell with solder contacts, shielded/metalized hood, and mounting hardware. Pins and 


sockets have selective gold-flash plating. The hoods are made of high-quality, chrome-plated plastic. 
Shell Termination Price Each 
Mfg. Part No. Size Type Stock No. 1-99+ 
Plug, Steel Body 
@ MCD8A15MC-KIT DA-15 Crimp 6472748 9.50 
@ MCD8A15MS-KIT DA-15 Solder 6472749 14.39 
@ MCD8B25MC-KIT DB-25 Crimp 6472752 15.13 
@ MCD8B25MS-KIT DB-25 Solder 6472753 13.93 
@ MCD8E09MC-KIT DE-9 Crimp 6472756 11.68 
@ MCD8E09MS-KIT DE-9 Solder 6472757 12.58 
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D-SUB CONNECTOR KITS (CONT.) 


Shell Termination Price Each 

Mfg. Part No. Size Type Stock No. 1-99+ 
Receptacle, Steel Body 
@ MCD8A15FC-KIT DA-15 Crimp 6472746 14.65 
@ MCD8A15FS-KIT DA-15 Solder 6472747 2.68 
@ MCD8B25FC-KIT DB-25 Crimp 6472750 3.46 
@ MCD8B25FS-KIT DB-25 Solder 6472751 2.64 
@ MCD8E09FC-KIT DE-9 Crimp 6472754 11.68 
@ MCD8E09FS-KIT DE-9 Solder 6472755 141128 


PIM_201248 


D-SUB PLASTIC HOODS WITH 


INTERNAL CABLE CLAMPS = 
COOPER Interconnect 


RoHS — 
Compliant 
Available 


2-piece shielded plastic hoods (backshells). Cable knockouts in place. Straight or right-angle cable outlets made 
by user. 


Exit Price Each 

Mfg. Part No. Shell Size Angle Stock No. [14+ 
Plastic Body 
@ 17-1588-06 DA 180° 38F1801 23.48 
@ 17-1589-06 DB 180° 38F1802 24.67 
@ 17-1590-06 DC 180° 38F1803 42.08 
@ 17-1587-06 DE 180° 38F1800 23.02 
Plastic Body - Long Jack Screws 
@ 17-1587-9 DE 180° 88F2145 eae 
PIM_9011 


D-SUB HOODS WITH INTERNAL 


CABLE CLAMPS = 
COOPER Interconnect 


RoHS _ 
Compliant 
Available 


2-piece hoods are shielded, with cable knock-outs in place. Straight or right-angle cable outlets made by user. 
All units are jack screw models. 


Exit Price Each 
Mfg. Part No. Shell Size Angle Stock No. [1-244 
Plastic Body 
@ 17-1725-2 DA 180° 90F8722 a 
@ 17-1726-2 DB 180° 90F8723 = 
@ 17-1724-2 DE 180° 90F8721 an 
PIM_9010 


AMPSEAL 16 CONNECTOR SYSTEM 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


© Attachment feature on pin housing provides 
connector clip mounting 

@ Integral TPA provides terminal position assurance 
with no additional assembly 

© Sealing of interface and wires provides for 
environmental integrity 


® Keyed / polarized, prevents mismating 

@ Lanceless contacts, no damaged tangs or tangled 
contacts 

@ Integral CPA, protects against accidental unlocking 

@ Sleeved assembly for contact beam protection 
provides 50 durability cycles 
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CONNECTORS & ACCESSORIES 


PIN & SOCKET CONNECTORS 


AMPSEAL 16 CONNECTOR SYSTEM (CONT.) TE CONNECTIVITY’S AMP VAL-U-LOK CONNECTORS 
The AMPSEAL 16 Connector System is targeted for off-road and heavy duty industrial applications. This wire-to- 1 { = TE 
wire and wire-to-device connector line was designed to meet the rigorous demands of an industry that requires - id { | { bY connectivity 
the highest standards in performance. This connector family features the HDSF Size 16 Pin and Socket contacts haagad { f { 
as a terminal system. These contacts are stamped and formed versions of the screw machined MIL-C-39029 poy Rh RRS ‘AUTHORIZED DISTRIBUTOR 
contacts. The 2-, 3-, 4-, 6-, 8- and 12-position housings will offer a one-piece assembly for both plug and cap. RoHS _ 
= - Compliant 
No. of Price Each aN a See irpte 
Mfg. Part No. Positions Stock No. 1-24+ DS. | 
Plug, Gray 
@ 776427-2 2 88M2221 2.35 
@ 776487-2 4 45P6287 2 
@ 776433-2 6 71P5408 3.49 
@ 776494-2 8 10R1669 3.07 © Centerline: 0.165" (4.2mm) © Rated UL 94V-2 
@ 776437-2 12 11R8168 = © Voltage rating: 6(0OVAC © Easy mate and unmate with positive latch design 
Plug, Red No. of Price Each 
@ 776522-1 2 11R8171 = Mfg. Part No. Positions Stock No. 1-9+ 
@ 776523-1 3 36M2520 1.91 Plug, Free-Hanging Plug 
@ 776524-1 4 11R8172 1.30 @ 1586000-2 2 11H7360 0.08 
© 776531-1 6 14R8173 3.78 @ 1586000-4 4 11H7361 0.29 
@ 776532-1 8 74M9696 = @ 1586000-8 8 11H7363 0.15 
@ 776533-1 12 11R8174 _ @ 1-1586000-0 10 09H6570 = 
Plug, UL 94-HB, Red @ 1-1586000-4 14 09H6572 = 
@ 776427-1 2 2240157 2.40 @ 1-1586000-6 16 09H6573 0.24 
@ 776429-1 3 94H8213 3.02 @ 1-1586000-8 18 09H6574 0.24 
@ 776487-1 4 34M4291 3.46 @ 2-1586000-0 20 15H2041 0.26 
@ 776433-1 6 0244223 2.52 @ 2-1586000-2 22 15H2042 0.36 
@ 776494-1 8 19K7986 3.88 @ 2-1586000-4 24 15H2043 = 
@ 776437-1 12 53K8772 4.72 Plug, Panel Mount Plug 
Plug, Yellow @ 794953-4 4 16H6222 0.06 
@ 776427-3 2 63M0814 1.88 @ 794953-8 8 16H6224 0.17 
@ 776429-3 3 11R8165 1.94 @ 1-794953-0 10 10H3820 0.15 
Receptacle, Gray @ 1-794953-4 14 10H3822 0.05 
@ 776428-2 2 11R8163 1.64 @ 1-794953-6 16 10H3823 0.45 
@ 776430-2 3 73K1991 2.24 @ 1-794953-8 18 10H3824 0.26 
@ 776488-2 4 11R8170 223 @ 2-794953-0 20 12H4317 0.25 
@ 776434-2 6 11R8167 = @ 2-794953-2 22 12H4318 0.34 
@ 776495-2 8 10R1668 3.38 Receptacle, Receptacle Housing 
Receptacle, Red @ 794954-2 2 16H6225 0.03 
@ 776534-1 2 11R8175 = @ 794954-4 4 16H6226 0.21 
@ 776535-1 3 11R8176 = @ 794954-6 6 16H6227 0.13 
@ 776536-1 4 11R8177 2.19 @ 794954-8 8 16H6228 0.23 
@ 776537-1 6 11R8178 2.52 @ 1-794954-0 10 10H3825 0.09 
@ 776538-1 8 04P0149 = @ 1-794954-2 12 08H1106 0.44 
@ 776539-1 12 06R3379 = @ 1-794954-4 14 10H3826 0.13 
Receptacle, UL 94-HB, Red @ 1-794954-6 16 10H3827 0.16 
@ 776428-1 2 22J0159 1.68 @ 1-794954-8 18 10H3828 0.22 
@ 776430-1 3 220169 1.10 @ 2-794954-0 20 12H4320 cs 
@ 776488-1 4 51M4388 1.97 @ 2-794954-2 22 12H4321 0.29 
@ 776434-1 6 53K8774 3.85 eels Price Each 
© 776495-1 8 SBH1885 3.36 Mfg. Part No. Description With Stock No. | _1-1-99+ 
© 776438-1 12 53K8773 ad @ 1586054-1 | 16 AWG to 16 AWG,Brass,Tin Plated,Pin _| VAL-U-LOK Series | 40P8733 | 0.11 
Receptacle, Yellow @ 1586055-1 | 16 AWG to 16 AWG Brass, Tin Plated,Socket | VAL-U-LOK Series| 51M8538 | 0.02 
© 776428-3 2 44 R8164 2.15 @ 794955-2 | 22AWG to 18AWG,Brass,Gold Plated,Pin | VAL-U-LOK Series] 41P0046 | 0.20 
© 776430-3 3 11R8166 ad @ 794956-2 | 22 AWG to 18 AWG Brass, Gold Plated, Socket | VAL-U-LOK Series | 41P0047| 0.29 
PIM_150949 @ 794955-1 22 AWG to 18 AWG,Brass,Tin Plated,Pin | VAL-U-LOK Series] 19H3775 0.10 
a————S“——_— a aaa—SSaS———S—MV“oaoaoaea_ ——— @ 794956-1 | 22 AWG to 18 AWG,Brass,Tin Plated,Socket | VAL-U-LOK Series | 08H1111 0.10 
Rectangular Power Contacts @ 794955-3 |22 AWG to 18 Ae ig Bronze,Tin | VAL-U-LOK Series | 57K8462 0.05 
Price Each fated Pin : - 
Wiis Part, eee ches pag ie StockNo. | 4g @ 794956:3 [22 AWG to eee Bronze, Tin | VAL-U-LOK Series | 16H6230 | 0.14 
Pin, Crimp, @ 1586315-2 | 24 AWG to 18 AWG,Brass,Gold Plated,Socket | VAL-U-LOK Series | 62M9100 0.74 
© 638078-3 | Copper Alloy | Tin Plated Contacts | 18AWG | 14AWG | O2H0486 | 0.49 _ @ 1586315-4 | 24 AWG to 18 AWG,Phosphor Bronze,Gold | VAL-U-LOK Series | 88M2924 0.52 
@ 638078-1 Copper Alloy | Gold Plated Contacts | 18AWG | 16AWG | 93C9312 0.42 Plated,Socke' 
Socket, Crimp, @ 1586314-3 | 24 AWG to 18 AWG,Phosphor Bronze,Tin } VAL-U-LOK Series | 02M8775 0.07 
© 776492-2 | CopperAlloy | Tin Plated Contacts | 18AWG | 14AWG | 78M5516 0.99 Plated, Pin 
@ 776492-1 Copper Alloy | Gold Plated Contacts | 18AWG | 14AWG | 53K7614 0.64 @ 1586315-3 | 24 AWG to pia Bronze,Tin | VAL-U-LOK Series | 40P2673 0.05 
PINES Hale @ 794957-2 | 26 AWG to 22 AWG,Brass,Gold Plated,Pin | VAL-U-LOK Series | 16H6231 0.23 
Oo @ 794958-2 | 26 AWG to 22 AWG,Brass,Gold Plated,Socket | VAL-U-LOK Series | 16H6234 0.28 
cee P @ 1586317-2 | 26 AWG to 22 AWG,Brass,Gold Plated,Socket | VAL-U-LOK Series | 26K2949 0.52 
Vendor Approved Modification @ 794957-1 | 26 AWG to 22AWG,Brass,Tin Plated,Pin | VAL-U-LOK Series| 193776 | 0.11 
Eo ; ; @ 1586316-1 | 26 AWG to 22 AWG,Brass,Tin Plated,Pin | VAL-U-LOK Series | 40P8746 = 
FEISS EISiS\ clits VTLS AES Ee WO ya BES @ 794958-1 | 26AWG to 22 AWG Brass,Tin Plated,Socket | VAL-U-LOK Series] 19H3777 | _0.03 
eeu cage ee ; © 1586317-1 | 26 AWG to 22 AWG Brass,Tin Plated,Socket | VAL-U-LOK Series| 40P8749 | 0.11 
ISO certified lab with a Certificate of Conformance included with your order 7909573 126 AWG to 22 AWG Phosphor Bronze,Tin] VAL-U-LOK Series] 16H6232 10.05 > ANG Posphor Bronze Tin] VALU-LOK Series | 16H6232 aos 
F lated,Pin 
Email panelmeters@newark.com Call 800 859 1257 © 794958-3 |26 AWG to 22 AWG,Phosphor Bronze,Tin| VAL-U-LOK Series] 16H6235| 0.02 
PIM_5624798 Plated,Socket 
PIM_84728 
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PIN & SOCKET CONNECTORS 


Wire-to-Board TE CONNECTIVITY’S AMP 0.140” MATE-N-LOK (LARGE 
ee eo  ’ [= 
No. of Price Each INSULATION) CONNECTORS, 0.240” (6.10) CENTERLINE = TE 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ ® Contacts are on 0.240" (6.08) centerline spacing ssiamd 
7 5 @ Polarized, Natural color nylon housings 
Header, Through Hole, Right Angle, without Pegs © Contacts fully protected in housings AUTHORIZED See 
@ 1-1586041-0 10 4.2mm 2 09H6610 0.75 ¢ Low insertion/extraction forces a Geptinoian 
= 7 @ Dual locking lances provide optimum contact | . Available 
@ 1-1586041-4 14 4.2mm 2 09H6612 A22 stability - > * 
@ 1-1586041-8 18 4.2mm 2 09H6614 0.92 Extraction tool removes both pins and sockets aes AY @ 
@ 2-1586041-2 22 4.2mm 2 12H2866 1.31 © Wire range from 20 to 10 AWG wv —— 
e 7 ® Accepts insulation diameters 0.100 (2.54) t 
@ 2-1586041-4 24 4.2mm 2 12H2867 1.62 0.180 (4.57) 
Header, Through Hole, Vertical, without Pegs © Dielectric withstand voltage: 3.0 KVAC between 
@ 1-1586037-4 14 4.2mm 2 09H6592 0.49 adjacent circuits f 
© 1-1586037-8 1B 42mm >) 09H6594 124 ® Insulation resistance: 1000 Mohms min. initial Be 3 
- - between adjacent circuits se 
@ 2-1586037-2 22 4.2mm 2 12H2854 1.46 © Voltage rating: 600 V AC or DC 
Header, Through Hole, Vertical, with Pegs ° rational ma ue ear ides per circuit ; 
@ Connector unmating: 0.8 Ib. min. per circui 
@ 1586039-2 2 4.2mm 2 LSE 0.55 © Contact retention : 30 Ib. min. 
@ 1586039-6 6 4.2mm 2 11H7386 0.48 @ Durability: 25 cycles, mating and unmating 
@ 2-1586039-4 24 4.2mm 2 12H2861 0.84 © Operating temperature: -55°C to +85°C 
Plug, Through Hole, Vertical, without Pegs No. of | Price Each 
@ 1586037-6 6 4.2mm 2 11H7378 a Mfg. Part No. Positions Rows Stock No. 1-24+ 
PIM_5518446 Plug, Free Hanging, Matrix Style 
@ 1-480585-0 9 a 90F3965 1.23 
Pin and Socket Contacts Plug, Panel Mount, In-Line Style 
Price Each @ 1-350344-0 2 ai 69H6306 = 
Contact Contact neeieae! Plug, Panel Mount, Matrix Styl 
Mfg. Part No. | Wire Size, AWG Material Plating Stock No. | 1-994 a ; unt; Malrix style 5 — ; 
Pin - Crimp, 16 AWG to 16 AWG, Brass, Tin Plated,Pin Raceotasle Panel Mount Taine Sh ~ ue 
© 1586054-1 | 16 AWG to 16 AWG Brass Tin Plated Contacts | 40P8733 | __0.14 See —e—eo—e— — 
Pin - Crimp, 22 AWG to 18 AWG,Brass,Gold Plated,Pin 5 : rae - Banal uA Manel = 
© 794955-2 | 18 AWG to 22 AWG Brass Gold Plated Contacts | 41P0046 | 0.20 ope aL a . — — 
Pin - Crimp, 22 AWG to 18 AWG,Brass,Tin Plated,Pin - ~ ~ : 
@ 794955-1 | 18 AWG to 22 AWG Brass Tin Plated Contacts | 19H3775 0.10 For Use Price Each 
Pin - Crimp, 22 AWG to 18 AWG,Phosphor Bronze, Tin Plated,Pin Mfg. Part No. With Stock No. | _1-1-4+ 
@ 794955-3 | 18AWG to 22 AWG | Phosphor Bronze | Tin Plated Contacts | 57K8462 0.05 318845-1 Amp Mate-N-Lok Connectors & 0.14" Pin & Socket Contacts | 50B8852_| 220.37 
Pin - Crimp, 24 AWG to 18 AWG,Phosphor Bronze,Tin Plated,Pin PIM_177060 
@ 1586314-3 | 18 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 02M8775 0.07 
Pin - Crimp, 26 AWG to 22 AWG,Brass,Gold Plated,Pin Pin & Socket Contacts 
@ 794957-2 22 AWG to 26 AWG Brass Gold Plated Contacts | 16H6231 0.23 Contact Contact Price Each 
Pin - Crimp, 26 AWG to 22 AWG,Brass,Tin Plated,Pin Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-24+ 
@ 794957-1 22 AWG to 26 AWG Brass Tin Plated Contacts | 19H3776 0.11 Pin - Crimp 
@ 1586316-1_ | 22 AWG to 26 AWG Brass Tin Plated Contacts | 40P8746 = © 350391-1 10AWG to 14AWG | Brass | Tin Plated Contacts | 90F3974 0.69 
Pin - Crimp, 26 AWG to 22 AWG,Phosphor Bronze, Tin Plated,Pin Socket - Crimp 
@ 794957-3__| 22 AWG to 26 AWG | Phosphor Bronze | Tin Plated Contacts | 16H6232 0.05 @ 350388-1 14AWG to20AWG | Brass | TinPlatedContacts |  50F690 0.35 
Socket, 26 AWG to 22 AWG,Brass,Tin Plated,Socket @ 61626-1 14 AWG to 20 AWG Brass Tin Plated Contacts 90F3957 0.12 
@ 794958-1__ | 22 AWG to 26 AWG Brass Tin Plated Contacts | 19H3777 0.03 @ 350390-1 10 AWG to 14 AWG Brass | Tin Plated Contacts | 90B7649 0.37 
Socket - Crimp, 16 AWG to 16 AWG, Brass,Tin Plated,Socket PIM_5511462 
@ 1586055-1 | 16 AWG to 16 AWG Brass Tin Plated Contacts | 51M8538 0.02 
ap TE CONNECTIVITY’S AMP UNIVERSAL MATE-N-LOK@ 
@ 794956-2 _ @ Tass te) lated Contacts 0.29 ll SOFT-SHELL mM a 
Socket - Crimp, 22 AWG to 18 AWG,Brass,Tin SS CONNECTOR HOUSING oa va) aac oy 
@ 794956-1 18 AWG to 22 AWG Brass Tin Plated Contacts | 08H1111 0.10 KITS ff See, a oy ee 
Socket - Crimp, 22 AWG to 18 AWG,Phosphor Bronze,Tin Plated,Socket { | 1 QR! GH, lis 
@ 794956-3 18 AWG to 22 AWG | Phosphor Bronze | Tin Plated Contacts | 16H6230 0.11 y Ve Gee tinaiat 
Socket - Crimp, 24 AWG to 18 AWG,Brass,Gold Plated,Socket >. ge SL 4 ‘s 
@ 1586315-2 | 18AWG to 24 AWG Brass Gold Plated Contacts | 62M9100 0.74 ‘ ne 7 a AY @ 
Socket - Crimp, 24 AWG to 18 AWG,Phosphor Bronze,Gold Plated,Socket Py wf 
© 1586315-4 | 18AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 88M2924 | 0.52 © Contact Diameter: 0.084” (2.13mm) @ White Nylon Housing, Flammability Rated ULS4V-0 
Socket - Crimp, 24 AWG to 18 AWG,Phosphor Bronze,Tin Plated,Socket © Centerline, Matrix: 0.250” (6.35mm) © Positive Lock 
-3 | 18 AWG to 24 AWG | Phosphor B Tin Plated Contacts | 40P2673 i ® Free Hanging Mount ® Current Rating: 314 
S:siosis 7 : sa a Bea 805 @ Packaging Method: Front and Rear Component © Voltage: 600VAC 
Socket - Crimp, 26 AWG to 22 AWG,Brass,Gold Plated Socket Kits consist of front and rear caps or plugs. Mate with standard Universal MATE-N-LOK® housings and PC 
@ 794958-2 | 22 AWG to 26 AWG Brass Gold Plated Contacts | 16H6234 0.28 board headers and use standard panel cutouts and strain reliefs. Contacts, ordered separately online or call, 
@ 1586317-2 | 22 AWG to 26AWG Brass Gold Plated Contacts | 26K2949 0.52 are on 0.250" (6.35) centerline spacing. Pins and sockets can be intermixed in the same housing. Housing 
: ; . design provides for complete contact insertion and features 3-point stabilization to control contact alignment 
Socket - Crimp, 26 AWG to 22 AWG,Brass,Tin Plated,Socket and minimize stubbing. UL recognized, CSA certified, VDE approved. Order application tools separately online 
@ 1586317-1 | 22 AWG to 26 AWG Brass Tin Plated Contacts | 40P8749 0.11 or call. 
Socket - Crimp, 26 AWG to 22 AWG,Phosphor Bronze,Tin Plated,Socket No. of Price Each 
@ 794958-3 22 AWG to 26 AWG | Phosphor Bronze | Tin Plated Contacts | 16H6235 0.02 Mfg. Part No. Positions Stock No. 41-494 
PIM_5528957 Plug 
@ 770017-1 2 92F9078 fh22 
Wire-to-Board @ 770018-1 3 92F9079 qs 
No. of Price Each © 770019-1 4 92F9080 1.20 
0. oF eee 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-99+ © 770020-1 8 93F7343 1.44 
Header, Through Hole @ 770021-1 9 92F9081 1.17 
@ 1586041-8 8 4.2mm 2 41H7395 0.88 @ 770022-1 12 92F9082 pen 
@ 1-1586041-6 16 4.2mm 2 09H6613 1.00 © 770023-1 15 90F3979 1.87 
@ 2-1586037-4 24 4.2mm 2 12H2855 pay Receptacle 
Piasesiieae @ 7024-1 2 92F9083 1.00 
@ 770025-1 3 92F9084 1.41 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


PIN & SOCKET CONNECTORS 
TE CONNECTIVITY’S AMP UNIVERSAL MATE-N-LOK® II SOFT-SHELL TE CONNECTIVITY’S AMP UNIVERSAL MATE-N-LOK® II TOOLS (CONT.) 
CONNECTOR HOUSING KITS (CONT.) eclies Price Each 
No. of Price Each Mfg. Part No. With Stock No. 1+ 
Mfg. Part No. Positions Stock No. 1-49+ Hand 
Receptacle 91508-1 AMP Universal MATE-N-LOK 20-18AWG Contacts 95C0491 918.35 
@ 770026-1 4 92F8875 1.46 Hand, Straight-Action, UMNL - 16-14AWG 
@ 770027-1 6 92F8876 1.08 91506-1 AMP Universal MATE-N-LOK 16-14AWG Contacts 7307873 742.16 
@ 770028-1 9 92F8877 183 Ratchet 
@ 770029-1 12 92F8878 2.00 58530-1 AMP Universal MATE-N-LOK 12-10AWG Contacts 93B6459 248.64 
@ 770030-1 15 92F8879 2.56 90548-1 AMP Universal MATE-N-LOK 18-24AWG Contacts 96F9716 260.92 
PIM_8286 90546-1 AMP Universal MATE-N-LOK 20-14AWG Contacts 96F9717 293.54 
Price Each 
TE CONNECTIVITY’S AMP CONTACTS FOR Geena Mfg. Part No. Description Stock No. 1+ 
UNIVERSAL MATE-N-LOK® II CONNECTORS Available = TE 1804030-1 Extraction Tool 03M5513 54.92 
See 455830-1 Insertion Tool 46F2045 38.85 
AUTHORIZED DISTRIBUTOR @91002-1 Insertion Tool 89F4310 49.08 
© Split Pin © Contact Diameter: 0.084” (2.13mm) PIM. 8288 


© Current Rating: 19 
@ Voltage: 600VAC 
@ Wire Range: 20-14 AWG 


Available in brass or phosphor bronze with pre-tin finish or plated with gold in mating area and tin-lead in crimp 
area over nickel underplate. Order mfg. part no. 90300-2 CERTI-CRIMP® hand tool (mfg. part no. 90296-2 
for grounding pins), mfg. part no. 91002-1 contact insertion tool, mfg. part no. 318851-1 contact extraction tool, 
and mfg. part no. 58382-1 latch disengaging tool separately go online or call. 


© Stock Thickness: 0.012” (0.30mm) 
@ Insulation Diameter: 0.060-0.130" (1.52-3.30mm) 


Contact Contact Price Each 
Mfg. Part No. | Wire Size, AWG Material Plating Stock No.|  1-99+ 
Pin - Crimp 
@770009-1 | 18AWG to 24 AWG Brass Tin Plated Contacts 16H5721 0.04 
@ 1-770252-0 | 18 AWG to 24 AWG Brass Gold Plated Contacts | 52K3355 1.71 
@770250-1 | 14 AWG to 20 AWG Brass Tin Plated Contacts 92F8882 0.25 


@ 1-770250-0 | 14 AWG to 20 AWG Brass 
@ 1-770248-0 | 14 AWG to 20 AWG Brass 


Gold Plated Contacts | 52K3354 0.84 
Gold over Nickel Plated} 16M2686 1.36 


Contacts 

@ 405903444 | 10 AWG to 12 AWG | Phosphor Bronze Tin Plated Contacts 34B1821 0.26 
@ 193796-1 10 AWG Copper Alloy Silver Plated Contacts | 90B4738 2.20 
Pin - Crimp / Solder 

@ 193841-1 |12AWGto14AWG] Copper Alloy Silver Plated Contacts | 08C5180 2.49 
Pin - Solder 

@770252-1 | 18 AWG to 24 AWG Brass Tin Plated Contacts 92F8880 0.28 
@ 770248-1 | 14 AWG to 20 AWG Brass Tin Plated Contacts 92F8884 0.37 


@ 1-770254-0 | 14 AWG to 20 AWG Brass Gold Plated Contacts | 16M2688 2.14 


@ 770246-3 | 10 AWG to 12 AWG | Phosphor Bronze Tin Plated Contacts 92F8885 0.51 
Socket - Crimp 
@ 770253-3 | 18 AWG to 24 AWG | Phosphor Bronze Tin Plated Contacts 92F8887 0.26 


@ 1-770253-0 | 18 AWG to 24 AWG | Phosphor Bronze 
@ 1-770251-0 | 14 AWG to 20 AWG | Phosphor Bronze 


Gold Plated Contacts 
Gold Plated Contacts 


52K3356| 0.93 
87K2216| 14.00 


@770004-3 | 10 AWG to 12 AWG | Phosphor Bronze| _ Tin Plated Contacts 13C1035 0.15 
Socket - Crimp, TC 

@770010-3 | 18 AWG to 24 AWG | Phosphor Bronze] _ Tin Plated Contacts 9400592 0.11 
Socket - Crimp / Solder 

@ 193842-1 |12AWGto14AWG] Copper Alloy Silver Plated Contacts | 90B2030 5.59 
@ 193797-1 |10AWGto10AWG} Copper Alloy Silver Plated Contacts | 90B4740 = 
Socket - Solder 

@ 770251-3 | 14 AWG to 20 AWG | Phosphor Bronze | _Tin Plated Contacts 92F8888 0.43 


@ 1-770249-0 | 14 AWG to 20 AWG | Phosphor Bronze} Gold Plated Contacts | 16M2687 2.19 


@ 770249-3 | 14 AWG to 20 AWG | Phosphor Bronze | Gold over Nickel Plated} 92F8890 0.57 
Contacts 
@ 770247-3 | 10 AWG to 12 AWG | Phosphor Bronze| _ Tin Plated Contacts 92F8891 0.28 


Gold Plated Contacts 


@ 1-770247-0 | 10 AWG to 12 AWG | Phosphor Bronze 
PIM_8287 


16M2685 2.26 


TE CONNECTIVITY’S AMP UNIVERSAL MATE-N-LOK® II 
TOOLS 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


1804030-1 


91506-1 


> CONTINUED > 
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TE CONNECTIVITY’S AMP UNIVERSAL MATE-N-LOK 
COLOR-CODED CONNECTOR HOUSINGS 


=e 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


Inline Plug Housing 


Inline Cap Housing Matrix Plug Housing 


© Current Rating: 19 to 36A max. © Contact diameter: 2.13mm (0.084 in. 
@ Pitch spacing: 6.35mm (.250 in.) @ Housing material: Nylon 
@ Voltage rating: 600 VAC @ Positive lock 
No. of Price Each 

Mfg. Part No. Positions Stock No. 1-9+ 
Plug, Inline, Black 
@ 1-480700-9 3 40P8404 = 
Plug, Inline, Brown 
@ 1-480702-1 4 10H0044 0.34 
Plug, Inline, Green 
@ 1-480700-5 3 83H3358 0.11 
Plug, Inline, Red 
@ 1-480698-2 2 23C6540 0.41 
@ 1-480700-2 3 33M8283 0.22 
@ 1-480702-2 4 10H0045 0.21 
@ 480763-2 5 18H2450 0.27 
Plug, Matrix, Black 
@ 1-480704-9 6 80K7516 0.23 
Plug, Matrix, Brown 
@ 1-480706-1 9 10H0050 0.16 
Receptacle, Inline, Black 
@ 1-480701-9 3 10H0043 0.53 
Receptacle, Inline, Brown 
@ 1-480699-1 2 19M0042 0.12 
@ 1-480701-1 2904260 0.26 
@ 1-480703-1 4 10H0047 0.15 
Receptacle, Inline, Green 
@ 1-480701-5 3 83H3361 eee 
Receptacle, Inline, Red 
@ 1-480699-2 2 8109437 0.44 
@ 1-480701-2 25C7563 0.39 
@ 1-480703-2 25C7562 0.05 
Receptacle, Matrix, Black 
@ 1-480705-9 6 17R0393 = 
Receptacle, Matrix, Brown 
@ 1-480707-1 9 10H0052 0.30 
Receptacle, Matrix, Red 
@ 1-480707-2 9 10H0053 0.31 
@ 1-480711-2 15 85C4928 0.39 
Receptacle, Matrix, Yellow 
@ 1-480705-4 6 10H0049 0.13 
PIM_90492 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


PIN & SOCKET CONNECTORS 
TE CONNECTIVITY’S AMP UNIVERSAL MATE-N-LOK® TE CONNECTIVITY’S AMP CONTACTS FOR UNIVERSAL 
CONNECTOR HOUSINGS Say im = MATE-N-LOK® CONNECTORS 


© Contact Diameter: 0.084” (2.13mm) connectivity palin 
© Centerline, Matrix: 0.250 x 0.250' — caatisaited oleraaUTae srieneeaeeainee 
(6.35 x 6.35mm) > 


© Free Hanging or Panel Mount \ oct" rs Seperate 

@ Nylon Housing, Flammability Rated sy Available Available 
UL94V-2 ae 

@ Positive Lock; 1 Circuit: Detent Lock — 

© Sealable a- ; 

© Current Rating: 19A 

© Voltage: Pane — = Socket - 350689-1 

Cap housing requires 2 mfg. part no. — 

641778-1 or mfg. part no. 643182-2 c—“N“ 


adapters to attach strain relief; go 


online or call. UL recognized, CSA certified, VDE approved under test report 14397-1431-1003. 
No. of Price Each Pin - 640309-6 
i ar, _ cl tale eee 
Plug, UL94V-0 Flammability rating, White ® Contact Material: Brass ° Curent Rating 19A 
© 350865-1 1 90F4915 0.50 Thickness: 0.012” (0.305) except mfg. part nos. 350689-1 and 350689-2 , which are 0.010" (0.254) thick . 
@ 350777-1 2 90F4824 0.34 Use with mfg. part no. 90300-2 CERTI-CRIMP® hand tool and mfg. part no 318851-1 extraction tool; ordered 
@ 350766-1 3 90F4825 0.38 separately, go online or call. 
@ 350779-1 4 90F4826 0.68 Contact Contact Price Each 
es0007~*~C~C“‘i—‘“‘=‘“C‘ ]W!*<CSté‘“SU!*‘éOCY’S 8OBZ7T!C*Y;*~*«i Mfg. Part No. | _Wire Size, AWG Material Plating Stock No. | 4-9+ 
@ 640581-1 6 90F4828 0.97 Pin - Crimp, EA 
@ 350715-1 6 90F4829 0.52 @ 350552-1 14 AWG to 20 AWG Brass Tin Plated Contacts | 90F5662 0.24 
@ 640582-1 8 90F4837 1.04 Pin - Crimp, Grounding Pin, EA 
@ 350720-1 9 90F4838 0.80 @ 350669-1 14 AWG to 20 AWG Brass Tin Plated Contacts | 90F7575 0.08 
@ 350735-1 12 90F4840 1.01 Pin - Crimp, Solid Pin, 30u” Gold Finish, EA 
@ 350736-1 15 90F4574 0.84 @ 350552-2 14 AWG to 20 AWG Brass Gold Plated Contacts | 98F7604 = 
Plug, UL94V-2 Flammability rating, Natural @ 350547-2 14 AWG to 20 AWG Brass Gold Plated Contacts | 90F5655 1.07 
“e13508670 &4| 4 | 46F2049. #&©| o11 Pin - Crimp, Solid Pin, 30u Gold Finish, EA” 
@ 1-480698-0 9 46F2063 0.42 @ 350690-2 | 18 AWG to 24 AWG Brass Gold Plated Contacts | 90F3758 1.03 
@ 1-480700-0 3 46F2065 0.18 Pin - Crimp, Solid Pin, 30u Gold Finish, TC” 
@ 1-480702-0 4 46F2067 0.21 @ 350561-2 18 AWG to 24 AWG Brass Gold Plated Contacts | 90F3626 0.22 
@ 1-480763-0 5 90F4576 0.27 @ 350218-2 | 14 AWG to 20 AWG Brass Gold Plated Contacts | 90F3617 0.26 
© 1-480704-0 6 90F4571 0.24 Pin - Crimp, Solid Pin, EA 
@ 640585-1 6 90F4830 0.48 @ 770672-1 26 AWG to 30 AWG Brass Tin Plated Contacts | 2207652 0.30 
@ 640586-1 8 90F4836 0.72 @ 350690-3 18 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 90F3762 0.43 
@ 1-480706-0 9 46F2057 0.28 @ 350690-1 18 AWG to 24 AWG Brass Tin Plated Contacts | 54H4163 0.21 
@ 1-480708-0 12 46F2059 0.46 @ 350547-3 14 AWG to 20 AWG | Phosphor Bronze | Tin Plated Contacts | 90F5659 0.36 
@ 1-480710-0 15 46F2061 0.81 @ 350918-3 14 AWG to 18 AWG | Phosphor Bronze | Tin Plated Contacts | 90F4791 0.30 
Receptacle, UL94V-0 Flammability rating, White @ 350552-3 14 AWG to 20 AWG | Phosphor Bronze | Tin Plated Contacts | 90F4788 0.44 
@ 350866-1 1 90F4916 = @ 350547-1 14 AWG to 20 AWG Brass Tin Plated Contacts | 0101197 0.22 
@ 350778-1 2 90F4831 0.45 @ 640309-3 | 10 AWG to 12 AWG | Phosphor Bronze | Tin Plated Contacts | 25C3144 0.34 
@ 350767-1 3 90F4832 0.74 Pin - Crimp, Solid Pin, Select Gold Finish, EA 
@ 350780-1 4 90F4833 0.77 @ 350690-7 18 AWG to 24 AWG Brass Gold Plated Contacts | 90F3760 1.06 
@ 350810-1 5 90F4834 0.40 @ 350547-6 14 AWG to 20 AWG | Phosphor Bronze | Gold Plated Contacts | 92F8452 alos 
@ 350781-1 6 90F4835 0.72 @ 350547-7 14 AWG to 20 AWG Brass Gold Plated Contacts | 90F5657 0.30 
@ 926307-3 6 92F8870 0.93 @ 640309-6 10 AWG to 12 AWG | Phosphor Bronze |} Gold Plated Contacts | 99F4824 1.61 
@ 926308-3 8 92F8871 2.52 Pin - Crimp, Solid Pin, Select Gold Finish, SP 
@ 350782-1 9 90F4839 0.48 @ 350873-1 14 AWG to 18 AWG Brass Tin Plated Contacts | 13H1859 0.05 
@ 350783+1 12 90F4841 0.63 Pin - Crimp, Solid Pin, Select Gold Finish, TC 
@ 350784-1 15 90F4575 151 @ 350561-7 | 18AWG to 24 AWG Brass Gold Plated Contacts | 90F3611 0.14 
“Receptacle, ULQ94V-2 Flammability rating, Natural ss—“‘i‘“‘s*és‘“‘“‘é;SOC*~™S @ 350218-7 | 14 AWG to 20 AWG Brass Gold Plated Contacts | 90F3619 0.12 
@ 770421-1 4 92F8867 = @ 350922-6 10 AWG to 12 AWG | Phosphor Bronze | Gold Plated Contacts | 90F3630 0.94 
@ 1-480699-0 2 46F 2064 0.39 Pin - Crimp, Solid Pin, TC 
@ 1-480701-0 3 46F2066 0.40 @ 350561-3 18 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 7003819 0.04 
@ 1-480703-0 4 46F2068 0.20 @ 350561-1 18 AWG to 24 AWG Brass Tin Plated Contacts | 7003818 0.04 
@ 1-480764-0 5 87F5291 = @ 350873-3 | 14AWG to 18 AWG | Phosphor Bronze | Tin Plated Contacts | 90F3599 0.13 
@ 1-480705-0 6 46F2056 0.25 @ 350218-1 14 AWG to 20 AWG Brass Tin Plated Contacts | 58R2751 0.10 
@ 926307-1 6 92F8868 116 @ 350922-3 | 10 AWG to 12 AWG | Phosphor Bronze | Tin Plated Contacts | 7003821 0.15 
@ 926308-1 8 92F8869 273 Pin - Crimp, Split Pin, 30u” Gold Finish, TC 
@ 1-480707-0 9 46F2058 0.25 @ 350699-2 18 AWG to 24 AWG Brass Gold Plated Contacts | 90F3635 0.64 
@ 1-480709-0 12 46F2060 0.29 Pin - Crimp, Split Pin, 30u Gold Finish, EA” 
@ 1-480711-0 45 46F2062 0.74 @ 350706-2 18 AWG to 24 AWG Brass Gold Plated Contacts | 90F4797 1.23 
PIM. 8322 @ 350705-2 14 AWG to 20 AWG Brass Gold Plated Contacts | 90F4800 0.79 
Pin - Crimp, Split Pin, EA 
@ 350706-1 18 AWG to 24 AWG Brass Tin Plated Contacts | 90F4796 0.24 
Custom Panel Meters Call 800 859 1257 @ 350705-1 14 AWG to 20 AWG Brass Tin Plated Contacts | 90F4799 0.12 
: @ 350707-1 14 AWG to 20 AWG Brass Tin Plated Contacts | 90F4802 _ 
Choose your own colors, text, and company logo Pin - Crimp, Split Pin, Select Gold Finish, EA 
Custom scale, range and pointer types @ 350706-7__| 18AWG to 24 AWG Brass Gold Plated Contacts | 90F4798 0.88 
Analog/Digital Meters, Sensors, Controllers and more @ 350705-7__| 14AWG to 20 AWG Brass Gold Plated Contacts | 90F4801 1.01 
Pin - Crimp, Split Pin, Select Gold Finish, TC 
Email panelmeters@newark.com @ 350699-7 | 18 AWG to 24 AWG Brass Gold Plated Contacts | 48F6981 0.54 
PIM 5624809 Pin - Crimp, Split Pin, Select Gold Finish, TR 
- @ 350687-7 14 AWG to 20 AWG Brass Gold Plated Contacts | 90F3585 0.32 
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CONNECTORS & ACCESSORIES 


PIN & SOCKET CONNECTORS 


TE CONNECTIVITY’S AMP CONTACTS FOR UNIVERSAL MATE-N-LOK® 


UNIVERSAL MATE-N-LOK SEALS 


== 
CONNECTORS (CONT.) =TE 
Contact Contact Price Each 
Mfg. Part No. | Wire Size, AWG Material Plating Stock No. 1-9+ AUTHORIZED DISTRIBUTOR 
Socket - Crimp, 30u” Gold Finish, EA eBicre ie 
It 
@ 640347-2 18 AWG to 24 AWG Brass Gold Plated Contacts | 90F3757 0.80 avaiable 
@ 350689-2 18 AWG to 24 AWG Brass Gold Plated Contacts | 90F3759 0.72 
@ 350551-2 14 AWG to 20 AWG Brass Gold Plated Contacts | 98F7607 1.46 
Socket - Crimp, 30u” Gold Finish, TC 
@ 350851-2 18 AWG to 24 AWG Brass Gold Plated Contacts | 90F3625 0.45 
@ 350570-2 | 18 AWG to 24 AWG Brass Gold Plated Contacts | 90F3627 1.00 Features © For use with TE Connectivity's Universal Mate-N- 
@ 350537-2 14 AWG to 20 AWG Brass Gold Plated Contacts | 90F3609 0.36 © Voltage rating: 600VAC Lok connectors 
Socket - Crimp, 30u Gold Finish, EA” @ Body material: Silicon rubber 
@ 350550-2 | 14 AWG to 20 AWG Brass Gold Plated Contacts | 90F5656 0.51 Cable For Use Price Each 
Socket - Crimp, EA Mfg. Part No. | Dia. Max. Material With Stock No. 1-9+ 
© 770673-1_ | 26AWG to 30AWG Brass in Plated Contacts | 90B1044 | 0.10 Interface Seal 
@ 350689-3 18 AWG to 24 AWG | Phosphor Bronze in Plated Contacts | 90F3763 0.46 @ 794279-1 3.3mm _| Silicone Rubber | 12 Position Universal MATE-N-LOK | 48F6904 225 
- Sealed Connectors 
@ 350689-1 18 AWG to 24 AWG Brass in Plated Contacts | 33B8247 0.16 Seal Protector 
© 350550-3_| T4AWG to 20 AWG | Phosphor Bronze | Tin Plated Contacts | 90F5660 | 0.32 @ 794280-1 | 3.3mm | Silicone Rubber] 12 Position Universal MATE-N-LOK] 48F6905] 2.45 
@ 350919-3 | 14AWG to 18AWG | Phosphor Bronze | Tin Plated Contacts | 90F4792 0.29 Sealed Connectors 
@ 350551-3 14 AWG to 20 AWG | Phosphor Bronze in Plated Contacts | 90F4789 0.10 @ 794270-1 3.3mm_| Silicone Rubber | 2 Position Universal MATE-N-LOK| 48F6897 0.62 
@ 350550-1 | 14 AWG to 20 AWG Brass in Plated Contacts | 33B8242 0.19 Sealed Connectors 
@ 350551-1 | 14 AWG to 20 AWG Brass in Plated Contacts | 90F5663 0.24 Interface Seal 
Socket - Crimp, Enhanced Current, TC @ 794269-1 3.3mm_ | Silicone Rubber | 2 Position Universal MATE-N-LOK | 48F6896 0.63 
; : : Sealed Connectors 
@ 1586065-1 | 10 AWG to 12 AWG Copper in Plated Contacts | 07H9373 0.21 Seal Protector 
Sooke simp. Sbevealie neh eS @ 7942721 | 33mm |Silicone Rubber]3 Position Universal MATE-N-LOK] 48F6899 | 0.32 
@ 350689-7 18 AWG to 24 AWG Brass Gold Plated Contacts | 90F3761 0.56 Sealed Connectors 
© 350551-6 | 14 AWG to 20 AWG | Phosphor Bronze | Gold Plated Contacts |_90F4790 2.07 @ 794274-1 | 3.3mm | Silicone Rubber |4 Position Universal MATE-N-LOK] 25C6885| 0.66 
@ 350551-7 14 AWG to 20 AWG Brass Gold Plated Contacts | 90F4787 0.95 Sealed Connectors 
@ 640310-6 | 10AWG to 12 AWG | Phosphor Bronze | Gold Plated Contacts | 90F4795 1.19 Interface Seal 
Socket - Crimp, Select Gold Finish, TC @ 794273-1 3.3mm_ | Silicone Rubber | 4 Position Universal MATE-N-LOK | 9105787 0.62 
© 350570-7 | 18AWG to 24 AWG Brass Gold Plated Contacts | 29C1876 | 0.21 Sea Poise Sealed Connectors 
© 3508517 _| 18AWG to 24 AWG Brass Gold Plated Contacts | 90F3628 | 0.26 son 7 sl Tomm”| Scone Rubber 4 Postion” Unwersal aATEN-LOK (EES 
= .3mm_| Silicone Rubber osition Universal -N- i 
@ 350536-6 14 AWG to 20 AWG | Phosphor Bronze | Gold Plated Contacts | 90F3606 0.25 Sealed Connectors 
Socket - Crimp, Solid Pin, Select Gold Finish, EA Interface Seal 
© 360560-6 | 14 AWG to 20AWG [ Phosphor Bronze | Gold Plated Contacts [ 90F5661 | 0.62 © 794275-1 | 3.3mm | Silicone Rubber ]6 Position Universal MATE-N-LOK] 48F6900 | 0.78 
@ 350550-7 14 AWG to 20 AWG | Brass Gold Plated Contacts | 90F5658 1.03 Sealed Connectors 
Socket - Crimp, TC @ 794277-1 | 3.3mm _ | Silicone Rubber }9 Position Universal MATE-N-LOK | 48F6902 0.94 
© 350570-3 | 18AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 90F3613 | 0.08 Sealed Connectors 
© 350570-1_[ 18 AWG to 24 AWG Brass Tin Plated Contacts | 90F3624 | 0.12 ee aS SST Cece a ENO 
: 7 .3mm_ | Silicone Rubber osition Universal -N- 0.68 
@ 350536-3 | 14 AWG to 20 AWG | Phosphor Bronze | Tin Plated Contacts | 58R2753 0.09 Sealed Connectors 
@ 350537-1 14 AWG to 20 AWG Brass Tin Plated Contacts | 1404067 0.15 - 
© 350536-1 | M4AWGt020AWG | Brass Tin Plated Contacts | 90F3616 | 0.10 Seas 1 reese pie ea 
= ig. Part No. ype if ‘ock No. -1- 
- 14 AWG to 18 AWG Bi Tin Plated Contact: §5R0993 
Sou : = _—— pS @ 770377-1 Keying Plug | Universal MATE-N-LOK Sealed Connectors 90B7651 nee 
ie PIM_84732 


Rectangular Power Contacts 


Contact Contact AWG AWG Price Each 
Mfg. PartNo. | Material Plating Min Max Stock No. 1-9+ 
Pin, Crimp, Solid Pin, 30u” Gold Finish, EA 
@ 350547-2 Brass Gold Plated Contacts | 20AWG | 14AWG | 90F5655 1.07 
PIM_5511301 


CIRCULAR UNIVERSAL MATE-N-LOK CONNECTORS 


Features 

@ Free hanging 

Voltage rating: 6(00VAC 

Rated UL 94V-2 

Max current rating: 20A 

Positive polarization helps prevent 

incorrect mating 

® Circular design allows the 
connector to pass through 7/8 in. 
knock-out holes 

@ Uses standard universal Mate-N- 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


Lok contacts and application tooling 
No. of Price Each 
Mfg. Part No. Positions Stock No. 1-24+ 

Plug 

@ 794911-1 6 19H3774 1.14 
Receptacle 

@ 794912-1 6 05H4039 0.75 
PIM_84729 
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STRAIN RELIEFS FOR UNIVERSAL MATE-N-LOK 
CONNECTORS 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


2) 4015/8 197 
BPanhead-shoet 


(2) #6x3/8 Lg Type B 
520 Pan head sheet metal 
113.46) screws (not supplied) 


‘metal screws 
(not supplied) 


(2) #6x5/8 Lg Type B 
Pan head sheet metal 
screws (not supplied) 


@ Nylon Housing: Natural or White @ Flammability Rating: UL94V-2 or UL94V-0 


Strain relief stock number represents half of a strain relief; order 2 strain reliefs per housing. Requires 2 type B 
pan head sheet metal screws, not included. 


No. of Price Each 
Mfg. Part No. Positions Description Stock No. 1-99+ 
Strain Relief, Nylon (Polyamide) 
@ 640713-1 2 Cap, UL94V-0 90F4807 0.72 
@ 1-640719-0 2 Cap, UL94V-2 87F5281 1.00 
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PIN & SOCKET CONNECTORS 
STRAIN RELIEFS FOR UNIVERSAL MATE-N-LOK CONNECTORS (CONT.) MATE-N-LOK® INSULATION DISPLACEMENT (IDC) CONNECTORS (CONT.) 
| No. of Price Each For Use Price Each 
Mfg. Part No. Positions Description Stock No. 1-99+ Mfg. Part No. Type With Stock No.| 1-1-99+ 
Strain Relief, Nylon (Polyamide) @ 770232-1 | Dust Cover | Commercial MATE-N-LOK Feed-To Wiring Connectors | 90F3961 0.17 
@ 1-640719-1 2 Cap, UL94V-2, No Insert 52F2931 0.81 @ 770233-1 | Dust Cover | Commercial MATE-N-LOK Feed-Through Wiring | 90F3962 0.20 
@ 640714-1 3 Cap, UL94V-0 90F4808 Wea Connectors 
@ 641945-1 3 Cap, UL94V-0, No Insert 90F4809 0.92 PIM_75524 
@ 1-640720-0 3 Cap, UL94V-2 87F5282 1.12 
© 641763-1 3 Cap, UL94V-2, No Insert 87F5283 = UNIVERSAL MATE-N-LOK PC BOARD VERTICAL PIN AND =a 
@ 641776-1 4 Cap, UL94V-0 90F4811 0.68 SOCKET HEADERS = TE 
@ 641775-1 4 Cap, UL94V-2 90F4810 1.03 coerce 
@ 641775-2 4 Cap, UL94V-2, No Insert 87F5284 1.91 AUTHORIZED DISTRIBUTOR 
@ 643030-4 5 Cap, UL94V-0, No Insert 94B1185 1.44 Geeting fa 
@ 643030-2 5 Cap, UL94V-2, No Insert 90F4814 1.24 Available 
© 640715-1 6 Cap, UL94V-0 90F4817 1.88 Al G 
@ 643585-1 6 Cap, UL94V-2 85C1112 ail 
@ 643314-2 8 Cap, UL94V-0, No Insert 50B620 1.43 
@ 350811-1 8 Plug, UL94V-0 90F4823 we In-Line 
@ 1-350589-0 8 Plug, UL94V-2 90F 4822 ae : _ Mate . 
o e076 Cap, ULB Sammi Cone, atic 0.257 (25mm Sais Te ea 
@ 1-640722-0 9 Cap, UL94V-2 89F3176 2.18 © Phosphor Bronze Contacts © Current Rating: 194 
@ 640717-1 12 Cap, UL94V-0 90F4819 2.02 ® Positive Locking © Voltage Rating: 600VAC 
@ 1-640723-0 42 Cap, UL94V-2 87F5287 4.92 Mate with plug housings, ordered separately. UL recognized, CSA certified, VDE approved under test report 
© 640718-1 15 Cap, UL94V-0 90F4820 1.53 aa 
@ 1-640724-0 15 Cap, UL94V-2 51F3884 = ; _ NRriceE@cHy 
© 1-350590-0 15 Plug, UL94V-2 90F4913 047 Mfg. Part No. | Contacts | Rows Plating Termination Stock No. 1-49+ 
Header, UL94V-0, Black 
aia © 173925-1 3 1 | TinPlated Contacts | Press Fit Vertical | 33B5463 | 9.77 
@ 173926-1 4 1 Tin Plated Contacts Press Fit Vertical 52F2877 12.19 
TE CONNECTIVITY’S AMP UNIVERSAL MATE-N-LOK® Header, UL94V-0, Inline, Long Tail 
TOOLS = TE @ 350787-1 2 1 | Tin Plated Contacts | Through Hole Vertical | 0107279 | 0.92 
pis @ 350790-1 3 1 | Tin Plated Contacts | Through Hole Vertical | 90F4972 | 0.83 
METH ORCEPIPISTRIBUTOR: Header, UL94V-0, Inline, Standard Tail 
@ 350786-3 2 1 Gold Plated Contacts | Through Hole Vertical | 52K3630 0.94 
@ 350786-1 2 1 Tin Plated Contacts | Through Hole Vertical | 90F4618 0.95 
@ 350789-1 3 1 Tin Plated Contacts | Through Hole Vertical | 90F4620 0.71 
@ 350792-1 4 1 in Plated Contacts | Through Hole Vertical | 90F4386 = 
= @ 641828-1 8 | Tin Plated Contacts | Through Hole Vertical | 90F4392 1.80 
1804030-1 Header, UL94V-0, Inline, Standard Tail Polarized 
@ 403727001 3 1 in Plated Contacts | Through Hole Vertical | 90F4342 0.88 
69710-1 @ 641968-1 4 1 in Plated Contacts | Through Hole Vertical | 90F4344 0.30 
For Use Priceleach @ 643406-1 5 1 ul Plated Contacts | Through Hole Nerlical 66F3359 = 
Mfg. Part No. With StockNo. | 14+ @ 643408-1 6 1 Tin Plated Contacts | Through Hole Vertical | 90F4345 0.89 
Ratchet @ 643410-1 8 1 in Plated Contacts | Through Hole Vertical | 66F3010 248 
69710-1 AMP Circular Contacts 89F4270 918.41 Header, UL94V-0, Matrix, Long Tail 
90548-1 AMP Universal MATE-N-LOK 18-24AWG Contacts 96F9716 260.92 © 350732-1 6 2__| Tin Plated Contacts | Through Hole Vertical | 90F4970 | __1.31 
90546-1 AMP Universal MATE-N-LOK 20-14AWG Contacts 96F9717 293.54 @ 350737-1 12 3 Tin Plated Contacts | Through Hole Vertical | 90F5023 1.99 
- @ 350738-1 15 3 in Plated Contacts | Through Hole Vertical | 90F5009 _ 
7 WenealEachy Header, UL94V-0, Matrix, Standard Tail 
Bip Pattie: pescupien StockNG: us © 3507114 6 2 ] Gold Plated Contacts | Through Hole Vertical | 52K4386 | 6.39 
use eee cE, sae se © 350711-1 6 2 | TinPlated Contacts | Through Hole Vertical | 90F4977 | ___. 
asc bee baits SENS © 350712-1 9 3 | TinPlated Contacts | Through Hole Vertical | 90F4979 | __—- 
PIM_8323 @ 350713-1 12 4 in Plated Contacts | Through Hole Vertical | 90F4963 1.40 
@ 350714-1 15 5 Tin Plated Contacts | Through Hole Vertical | 90F4964 2.51 
MATE-N-LOK® INSULATION DISPLACEMENT (IDC) Header, UL94V-0, Matrix, Standard Tail Polarized 
CONNECTORS = TE © 641970-1 6 2 | Tin Plated Contacts | Through Hole Vertical | 66F3312 | 1.40 
ata @ 641972-1 9 3 in Plated Contacts | Through Hole Vertical | 3481063 3.10 
AUTHORIZED DISTRIBUTOR Header, UL94V-2, Inline, Long Tail 
, / Gee einoian @ 350583-1 3 | 1 Tin Plated Contacts | Through Hole Vertical | 90F4348 0.50 
Available @ 350584-1 4 1 Tin Plated Contacts | Through Hole Vertical | 90F4974 — 
Header, UL94V-2, Inline, Standard Tail 
y J] @ 350428-1 2 1 in Plated Contacts | Through Hole Vertical | 46F2051 0.36 
ei @ 350429-4 3 1 Gold Plated Contacts | Through Hole Vertical | 77M7861 1.16 
@ No Stripping/Crimping Required . @ Phosphor Bronze Contacts, Pre-Tin Plating @ 350429-1 3 { Tin Plated Contacts | Through Hole Vertical ] 46F2052 0.62 
od Cea, nee te Nylon riousing © 350430-1 4 1 | Tin Plated Contacts | Through Hole Vertical | 46F2053 | 0.95 
_ |Price Each =“ @ 640466-1 5 1 | Tin Plated Contacts | Through Hole Vertical 89F850 | 1.38 
Mfg. PartNo. | Contacts | Rows Plating Termination | Stock No. 1-9+ © 6418321 6 1 Tin Plated Contacts | Through Hole Vertical | 90F4389 4.25 
ei Beane DE Header, UL94V-2, Inline, Standard Tail Polarized 
eee 4 [1 | TinPlated Contacts |_toc/IbT_[ 3482069 i © 641967-1 4 1 | TinPlated Contacts | Through Hole Vertical] 90F4343 | 0.16 
Plugs Otatiges Dea? © 643405-1 5 1 | Tin Plated Contacts | Through Hole Vertical | @3H1880 | ——- 
on 4 [1] TinPlated Contacts | 0c /10T aan © 643407-1 6 1 | TinPlated Contacts | Through Hole Vertical | 974604 | 0.86 
Plug, Red, UL94V-0 = 5 
@ 794036-3 4 1 Tin Plated Contacts IDC / |IDT 34B2071 1.10 ee ee 
- @ 350585-1 6 2 in Plated Contacts | Through Hole Vertical | 90F4968 1.20 
Flug, Vallow, U2 © 350586-1 9 3 | TinPlated Contacts | Through Hole Vertical | 90F5017 | 4.33 
eres : {| Tn Plated Contacts | IOC /0T os © 350588-1 15 3__| TinPlated Contacts | Through Hole Vertical | 90F5025 | 1.96 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 


PIN & SOCKET CONNECTORS 


UNIVERSAL MATE-N-LOK PC BOARD VERTICAL PIN AND SOCKET MINI-UNIVERSAL MATE-N-LOK 2 CONNECTORS 


HEADERS (CONT.) SE 
Price Each : - ese 
Mfg. Part No. | Contacts | Rows Plating Termination Stock No.| 1-49 ig AUTHORIZED DISTRIBUTOR 
Header, UL94V-2, Matrix, Standard Tail SS ~ i RoHS 
@ 350431-1 6 2 | Tin Plated Contacts | Through Hole Vertical | 46F2054 0.88 Sesl e g iy/ Sepeimpian 
@ 350432-1 9 3 Tin Plated Contacts | Through Hole Vertical | 46F2055 0.96 Bey EB 
@ 350433-4 12 3 | Gold Plated Contacts | Through Hole Vertical | 52K3624 5.76 we LY 
@ 350433-1 12 4 Tin Plated Contacts | Through Hole Vertical | 46F2043 _ wt 
@ 350434-1 15 5 Tin Plated Contacts | Through Hole Vertical | 46F2044 0.69 
Header, UL94V-2, Matrix, Standard Tail Polarized e Nylon Housing, Flammability Rated UL94V-0 @ Positive Lock 
© 641969-1 6 2 | TinPlated Contacts | Through Hole Vertical | 90F4158 | 1.00 Mates with Mini Universal Mate-N-Lok headers. 
@ 641971-1 9 3 Tin Plated Contacts | Through Hole Vertical | 90F4965 0.27 No. of Price Each 
© 641975-1 15 3 | TinPlated Contacts | Through Hole Vertical | 67¢2672 | __1.98 Mig. Part No. Positions Stock No. 124+ 
Receptacle, UL94V-0, Inline, Long Tail Plug, Dual Row 
© 350832-1 3 1 | TinPlated Contacts | Through Hole Vertical | 90F4335 | @ 7941861 : 776084 0.81 
© 350833-4 4 1 | Gold Plated Contacts | Through Hole Vertical | 52K3637 | __2.92 ei TSA0sI 6 ESHUIS2 0.59 
© 350833-1 4 1 | TinPlated Contacts | Through Hole Vertical | 90F4337 | 0.98 S7sa192"1 8 ‘16H6015 2.39 
Receptacle, UL94V-0, Inline, Standard Tail @ 794196-1 10 16H6016 Som 
© 350825-4 3 1] Gold Plated Contacts | Through Hole Vertical] 52K3633 | 2.02 @ 794202-1 14 ‘16H6020 1.64 
© 350825-1 3 1 | TinPlated Contacts | Through Hole Vertical | 90F5013 | 0.57 Sve 20 5504642 3.36 
© 350827-1 6 2 | TinPlated Contacts | Through Hole Vertical | 90F4999 | 0.66 Plug inline 
© 3508304 | 15 3 _| Gold Plated Contacts | Through Hole Vertical | 16M3037 [| —— dieting z 50B642 _ 
Receptacle, UL94V-0, Inline, Standard Tail Polarized bd iiealcal 3 0107319 0.36 
© 643412-1 2 1 | Tin Plated Contacts | Through Hole Vertical | 52F3388 | 0.39 Plug, Matrix 
@ 643414-1 3 1 Tin Plated Contacts | Through Hole Vertical | 90F4332 1.28 Sei200" ve ueHeatS ils) 
© 643416-1 4 1 | Tin Plated Contacts | Through Hole Vertical | 90F4333 | 0.50 Receptacle, Dual Row 
Receptacle, UL94V-0, Matrix, Standard Tail Polarized : ae - a — 
@ 643424-1 6 2 Tin Plated Contacts | Through Hole Vertical | 90F4159 1.46 Z 
© 643426-1 9 3 | TinPlated Contacts | Through Hole Vertical | 99F9471 | 1.83 Ses 8 caho52e 0.24 
Receptacle, UL94V-2, Inline, Standard Tail © 794197-1 10 1062784 1.70 
© 350750-4 2 1 | TinPlated Contacts | Through Hole Vertical] 87F5300 | 0.10 eee 12 LEHGOIE 1.37 
© 350760-4 3 1 | Tin Plated Contacts | Through Hole Vertical | 92F8424 | 4,00 pub ‘4 INI 0.77 
© 350761-4 4 1 | Tin Plated Contacts | Through Hole Vertical | 92F8425 aa @ 794207-1 16 ‘16H6024 1.29 
Receptacle, UL94V-2, Matrix, Standard Tail @ 794211-1 20 16H6026 3.00 
@ 350762-4 6 | 2 | TinPlated Contacts [Through Hole Vertical | 92F8426 | 0.78 eres CHT 8S 
3507604 | 12 4 | TinPlated Contacts | Through Hole Vertical | 87F5279 | 2.13 Sei - B9C0505) 1.81 
3507654 | 15 5 | TinPlated Contacts | Through Hole Vertical | 87F5280 | 2.08 Receptacle, Inline 
@ 794185-1 2 61H7076 0.83 
PIM_8321 
For Use Price Each 
Mfg. Part No. Description With Stock No. 1-1-4+ 
BUMERS EE MATE AL e) FE SOnRe HEADERS 91522-1 Crimp Tool AMP 22-18AWG Contacts 7205752 930.38 
gs . \ hy omerte PIM_80513 
Spite a Pin & Socket Contacts 
= af Available Contact Contact Tape Cut 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
Pin - Crimp, Duplex Finish 
© In-Line Style © Phosphor Bronze Contacts @ 1-794226-0 22 AWG to 26 AWG Brass Gold Plated Contacts 17R2119 0.54 
© Nylon Housing @ Rated UL94V-0 @ 1-794228-0 18 AWG to 22 AWG Brass Gold Plated Contacts 33M8102 0.54 
PriceEach © _Pin-Crimp,Pre-TinFinish 
Mfg. Part No. | Contacts | Rows Plating Termination Stock No.|  1-49+ @ 794228-1 18 AWG to 22 AWG Brass Tin Plated Contacts 93B5759 0.05 
Header, UL94V-0 @ 794230-1 16 AWG to 20 AWG Brass Tin Plated Contacts 5504643 0.29 
@ 3-350942-0 2 1 | Gold Plated Contacts} Through Hole Right} 16M2902 1.58 Socket - Crimp, Duplex Finish 
Angle @ 1-794227-0 22 AWG to 26 AWG Brass Gold Plated Contacts | 09P9081 0.38 
@ 1-350942-0| 2 1_| Tin Plated Contacts | Through Hole Vertical [f@4r4511))|/0 82:30 @ 1-794229-0 | 18AWGto22AWG | Brass | GoldPlatedContacts | 33M8104 | 0.32 
© 1-350043-0| 3 1__| Tin Plated Contacts | Through Hole Vertical |BSSRR0023 | Mimmlecss @ 1-794231-0 | 16AWGto20AWG | Brass | GoldPlated Contacts | 74P8742 0.55 
@ 1-350944-0 4 1 Tin Plated Contacts | Through Hole Vertical | 94F4613 1.48 Socket - Crimp, Pre-Tin Finish 
@ 6405871 1_| Tin Plated Contacts | Through Hole Vertical [B9DRHS89 = @ 794219-1 22AWG to 26AWG | Brass | TinPlated Contacts | 16H6034 0.07 
@ 640584-3 8 1 | Gold Plated Contacts | Through . Hole Right] 52K4459 9.54 @ 794227-1 22 AWG to 26 AWG Brass Tin Plated Contacts 9489290 0.15 
© 640584-1 8 1 | Tin Plated Contacts | Through ee 93F7318 | 2.54 @794228-1 _ | WBAWGTO22AWG | Brass_| TinPlated Contacts [SBESSS5 0.10 
Receptacle, UL94V-0 Socket - Crimp, Pr-Tin Finish, On Strip, Sold Individually 
eee 9 7] Tin Plated Contacts | Through Hoe Vertical | SESES0N00 EN @ 794225-1 26AWG to 30AWG | Brass | Gold Plated Contacts | 16He043 0.16 
© 643230-1 4 1 | Tin Plated Contacts | Through Hole Vertical | 90F3977| 3.21 Socket - Solder, Duplex Finish 
Perere 5 1] Tin Plated Contacts Through Hole Right] 952711 = @ 1-794221-0 | 18AWGto22AWG | Brass | GoldPlated Contacts | 52K3402 0.33 
Angle PIM_5511431 
PIM_41071 
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PIN & SOCKET CONNECTORS 


MINI UNIVERSAL MATE-N-LOK PIN AND SOCKET MINI UNIVERSAL MATE-N-LOK VERTICAL PC BOARD PIN 
CONNECTORS = TE HEADERS 


connecsivity @ Nylon Housing Flammability Rated UL94V-0 
Detent Lock with Drain Hole 

Short Board Lock 

Brass Contact with Tin-Lead Plating 


e 
e 
Ps e 
Compliant . 4 
Available © Matrix Centerline: 0.163” (3.68) 
o @ Termination Post Length: 0.145” (3.68) 
a I] rn i, _ G_ « contact Diameter: 0.039" (0.99) 
e J © PCB Thickness: 0.062" (1.57) 

« o* Dual Row Plug e 

SF In-Line ae f° 


AUTHORIZED DISTRIBUTOR AUTHORIZED DISTRIBUTOR 


RoHS _ 

Compliant 
Available 
LG 


Voltage: 600VAC 
Current Rating: 9.54 


In-Line Plug Mate with plug housings, listed in table below, 
© Free Hanging or Panel Mount Cap © Positive Lock using socket contacts; both ordered separately. UL 
© Nylon Housing, Flammability Rated UL94V-0 or © 0.163" (4.14) Centerline spacing recognized, CSA certified, VDE approved. 

UL94V-2 © Voltage: 600VAC Price Each 
Compact, free-hanging housings accommodate both pins and sockets;Order Mini Universal Mate-N-Lok pin and Mfg. Part No. | Contacts | Rows Plating Termination StockNo.| 1-244 
socket contacts separately online or call. Mate with Mini Universal Mate-N-Lok vertical PC board pin headers; Header, Dual Row 
order separately online or call. UL recognized, CSA certified, VDE approved. 1 - - 

No.oF Price Each @ 1-770971-0 10 2 Tin Plated Contacts hrough Hole Vert 7 52K3383 2.69 
Mfg. Part No. Positions Stock No. re @ 1-770974-1 16 2 a ld Plated Contacts | Through Hole Vert ica 52K3389 6.36 
Plug, Free Hanging, Positive Lock, Inline, UL 94V-0 @ 1-770974-0 16 2 a Plated Contacts hrough Hole Vert 7 52K3388 4.21 
@ 172164-1 1 0805181 0.25 @ 1-794106-0 20 2 Tin Plated Contacts hrough Hole Vertical | 52K3399 5.25 
© 1721651 2 95F1774 0.45 Header, Dual Row with Board Lock 
© 172166-1 3 66F 1669 0.98 770968-2 4 2 Gold Plated Contacts | Through Hole Vertical | 34B1852 4.17 
Plug, Free Hanging, Positive Lock, Inline, UL 94V-2 Header, Dual Row with Drain Holes . 
© 172335-1 1 14H8905 0.22 @ 1-794065-0 8 2 Tin Plated Contacts hrough Hole Vert 7 §2K3392 = 
@ 172336-1 2 69H8555 0.20 @ 1-794066-1 12 2 | Gold Plated Contacts | Through Hole Vert ica 14N8858 4.40 
Plug, Free Hanging, Positive Lock, Matrix, UL 94V-0 @ 1-70186-1 12 3'_| Gold Plated Contacts | Through Hole Ver = OEE 1.33 
@ 172170-1 12 92F8469 138 @ 1-794068-1 16 2 Go id Plated Contacts | Through Hole Vertical 22M4253 2.44 
ern |‘ | 66F169 | o«s @ 1-794069-0 18 2 | Tin Plated Contacts hrough Hole Vetta 71M1315 4.06 
Plug, Free Hanging, Positive Lock, Matrix, UL 94V-2 @ 1-794070-1 20 2 ed id Plated Contacts | Through Hole Vertical 10N9196 3.29 
© 172340-1 9 69H8556 0.47 @ 1-794072-0| 24 2 | Tin Plated Contacts | Through Hole Vertical | 52K3397 — 
Plug, Free Hanging, Positive Lock, UL 94V-0 Header, Dual Row without Drain Holes : 
@ 172167-1 4 05F2736 0.62 @ 1-770874-0 4 2 Tin Plated Contacts hrough Hole Vert ie §2K3364 0.68 
@ 172168-1 6 92F5370 1413 @ 1-770858-1 10 2 a ld Plated Contacts | Through Hole Vert ica 52K3361 5.09 
@ 770579-1 3 91B0175 063 @ 1-770858-0 10 2 a Plated Contacts hrough Hole Vert ica 52K3360 = 
@ 770580-1 10 91B2078 0.87 @ 1-770621-0 12 2 Tin Plated Contacts hrough Hole Veruca 52K3357 — 
© 770581-1 2 50B8883 081 @ 1-794075-0 16 2 Tin Plated Contacts hrough Hole Vertical | 08N7573 4.62 
@ 7705821 14 1803760 ae Header, In Line with Board Lock 
@ 770583-1 16 481805 0.96 770967-2 3 1 : Gold Plated Contacts | Through Hole Vertical | 96B3006 3.97 
© 7705851 20 9487035 A Header, In Line without Drain Holes 
@ 770586-1 22 18C3744 165 @ 1-770873-1 | E ! 1 | Gold Plated Contacts | Through Hole Vertical | 40P8435 0.99 
© 770587-1 4 91B1102 281 Header, Matrix with Drain Holes 
Receptacle, Free Hanging, Positive Lock, Inline, UL 94V-2 @ 1-770190-0 15 3 | Tin Plated Contacts hrough Hole Vertical | 40P8433 = 
© 172827-1 1 118904 = Plug, Dual Row 
© 1723431 2 99F3365 0.58 @ 1-770968-1 4 2 | Gold Plated Contacts | Through ae Right | 52K3378 3.78 
@ 1723441 3 66F3362 0.14 @ 1-770968-0) 4 2 | Tin Plated Contacts [Through Hole Right] 52K3377 | — 
Receptacle, Free Hanging, Positive Lock, UL 94V-2 Angle 
@ 172332-1 9 66F3037 0.65 @ 1-770969-1 6 2 | Gold Plated Contacts | Through Hole Right} 52K3380 2.83 
Receptacle, Panel Mount, Detent Lock, Inline, UL 94V-0 Angle 
@ 172157-1 2 92B7880 0.30 @ 1-770969-0 6 2 Tin Plated Contacts | Through ne Right | 52K3379 ede: 
ele : LEU whee @1-770970-0| 8 2 | TinPlated Contacts [Through Hole Right| 52K3381| 
@ 172158-1 3 66F3045 = Angle 
@ 172234-1 3 98F5140 0.76 Plug, Dual Row with Drain Holes 
Receptacle, Panel Mount, Detent Lock, Matrix, UL 94V-0 @ 1-770174-1 4 2 | Gold Plated Contacts | Through Hole Vertical | 74M8233 1.31 
@ 172161-1 9 2503124 41.22 @ 1-770174-0| 4 2 | Tin Plated Contacts | Through Hole Vertical | 52K4287 4.08 
@ 172162-1 12 88F3743 _ @ 1-770178-1 6 2 | Gold Plated Contacts | Through Hole Vertical | 74M8234 1.86 
@ 172163-1 15 90B9682 1.00 @ 1-770178-0 6 2 | Tin Plated Contacts | Through Hole Vertical | 52K4288 1.38 
Receptacle, Panel Mount, Detent Lock, UL 94V-0 @ 1-794067-0 14 2 | Tin Plated Contacts | Through Hole Vertical | 52K3394 0.78 
@ 172159-1 4 2503122 1.01 @ 1-794068-0| 16 2 | Tin Plated Contacts | Through Hole Vertical | 52K3395 =a 
@ 172160-1 6 2503123 12 @ 1-794070-0| 20 2 | Tin Plated Contacts | Through Hole Vertical | 52K3396 | 1.95 
Receptacle, Panel Mount, Positive Lock, UL 94V-2 Plug, Dual Row without Drain Holes 
@ 172331-4 6 81H5902 0.74 @ 1-770874-1| 4 2 | Gold Plated Contacts | Through Hole Vertical | 52K3365 1.85 
For Use Price Each @ 1-770875-0 6 2 Tin Plated Contacts hrough Hole Vertical | 52K3366 1.97 
Mfg. Part No.| Description Type With Stock No.| 1-1-24+ @ 1-794073-0 8 2 Tin Plated Contacts hrough Hole Vertical | 52K3398 1.45 
@ 174670-1 es Keying Plug | Mini-Universal MATE-N-LOK | 1803435 0.09 Plug, In Line 
a Connectors | @ 1-770966-1 2 1 | Gold Plated Contacts | Through Hole Right} 52K3374 1.84 
91522-1 Crimp Tool es AMP 22-18AWG Contacts 72C5752 | 930.38 Angle 
189727-1 | Extraction Tool e Mini-Universal Mate-N-Lok Contacts | 66F6356 34.43 @ 1-770966-0 2 1 Tin Plated Contacts | Through Hole Right] 52K3373 = 
PIM_62372 Angle 
@ 1-770967-0 3 1 Tin Plated Contacts hrough Hole Vertical | 52K3375 easy 
Plug, In Line with Drain Holes 
@ 1-770166-1 2 1 | Gold Plated Contacts | Through Hole Vertical | 52K3348 1.43 
@ 1-770166-0 2 1 Tin Plated Contacts hrough Hole Vertical | 52K4285 0.82 
@ 1-770170-1 3 1 | Gold Plated Contacts | Through Hole Vertical | 52K3349 = 
@ 1-770170-0 3 1 Tin Plated Contacts hrough Hole Vertical | 52K4286 1.01 
‘Plug, InLinewithoutDran Holes ss—“—s*s*sSsSC‘C‘“‘“‘“‘(“(‘“‘(‘(#‘C;” 
@ 1-770872-1 2 1 | Gold Plated Contacts | Through Hole Vertical | 52K3363 - 
@ 1-770872-0 2 1 Tin Plated Contacts hrough Hole Vertical | 52K4290 0.79 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


PIN & SOCKET CONNECTORS 
MINI UNIVERSAL MATE-N-LOK VERTICAL PC BOARD PIN HEADERS 770 SERIES MINI UNIVERSAL MATE-N-LOK® CONTACTS (CONT.) 
(CONT.) For Use Price Each 
Price Each Mfg. Part No. Description With Stock No. 1-1- 
Mfg. Part No. | Contacts | Rows Plating Termination Stock No. 1-24+ 90870-1 Crimp Tool AMP 0.062 24-30AWG Contacts 92F9062 281.07 
Plug, Matrix with Drain Holes PIM_63504 
@ 1-770182-1 9 3 | Gold Plated Contacts | Through Hole Vertical | 52K3351 1.77 
FIM_ Se MR SERIES MINIATURE RECTANGULAR CONNECTOR 
HOUSINGS 


170 SERIES MINI UNIVERSAL MATE-N-LOK® CONTACTS 


@ Brass Construction =, TE AUTHORIZED DISTRIBUTOR 
© Contact Diameter: 0.039” (0.99) es RoHS 
s F : ‘ Compliant 
H vie sie 0.010" (0.25) AUTHORIZED ay SoBe 
© Current Rating: 9.54 Osa \ 
For use in Mini-Universal MATE-N- Available W @ 
LOK® housings only; order separately 
Contact Contact Price Each 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
Pin - Crimp © Free or Panel Mount ® Positive Lock 
@ 170359-1 22 AWG to 26AWG | Brass Tin Plated Contacts | 70C3810 0.07 © Mini Rectangular Connector Line © Voltage: 250VAC 
© 1703593 | 22AWGto26AWG | Brass | GoldPlated Contacts | 11He444 | 0.25 ©: Nylon Housing, Femmmabilly Rated ene re ee ala ie 
Molded-in polarizing feature for proper mating and numbered cavities for easy circuit identification. Use with 
@ 170360-1 18AWG to22AWG | Brass Tin Plated Contacts 4175370 0.04 flexible PVC adapting grommets, order separately below, to accommodate various wire bundle sizes and 
@ 170364-3 18 AWG to 22 AWG Brass Gold Plated Contacts 92F8449 0.57 insulation diameters. UL recognized, CSA certified for 250V; 105°C operation. 
: PIN AND SOCKET CONTACTS 
-" Py 
Led TGS L tly AWG IDZD AWS Bigs Jinilateg Contacts ca Osi Constructed of 0.008” thick phosphor bronze. Choice of pre-tin plating or select gold in contact area over nickel 
Pin - Crimp, Locking on entire contact. 
s tall 18 AWG to 22 AWG Brass Tin Plated Contacts 50F653 0.13 No. of Price Each 
Pin - Crimp, Open Barrel Mfg. Part No. Positions Stock No. 1-94 
@ 170363-3 22 AWG to 26 AWG Brass Gold Plated Contacts 92F8467 0.81 Plug 
Socket - Crimp @ 1-640517-0 2 89F2107 1.80 
@ 170365-1 22 AWG to 26 AWG Brass Tin Plated Contacts 92F5371 0.37 @ 1-640518-0 3 89F2108 1.83 
@ 170361-1 22 AWG to 26 AWG Brass Tin Plated Contacts 70€3811 0.09 @ 1-640519-0 4 89F2109 Dee 
@ 170361-3 22 AWG to 26 AWG Brass Gold Plated Contacts | 93B8988 0.12 @ 1-640520-0 6 89F2110 2.38 
@ 170366-1 18 AWG to 22 AWG Brass Tin Plated Contacts 92F5381 0.29 @ 1-640521-0 9 89F2097 2.53 
@ 170366-3 18 AWG to 22 AWG Brass Gold Plated Contacts | 66F1673 0.63 @ 1-640522-0 12 89F2098 2.89 
@ 171637-1 16 AWG to 20 AWG Brass Tin Plated Contacts 26R1438 0.06 @ 1-640523-0 15 89F5049 1.43 
Socket - Crimp, Open Barrel @ 1-640524-0 20 89F2099 3.67 
@ 170365-3 22 AWG to 26 AWG Brass Gold Plated Contacts | 92F8458 0.96 @ 1-640525-0 24 89F2100 = 
@ 171639-1 16 AWG to 20 AWG Brass Tin Plated Contacts 66F1674 0.10 @ 1-640526-0 36 89F2101 AAT 
PIM_63502 Receptacle 
— | —. 2 oO @ 1-640507-0 2 89F2111 1.24 
770 SERIES MINI UNIVERSAL MATE-N-LOK® CONTACTS @ 1-640508-0 3 89F2112 2.31 
=D 
= TE @ 1-640509-0 4 89F2113 1.86 
connectivity @ 1-640510-0 6 89F2114 2.62 
AUTHORIZED DISTRIBUTOR @ 1-640511-0 9 89F2115 2.92 
RoHS fo @ 1-640512-0 12 89F2116 4.20 
valabe —_@ 1-640513-0 15 89F2117 am 
@ 1-640514-0 20 89F2104 5.26 
@ 1-640515-0 24 89F2105 5.54 
zt - 36 89F2106 = 
@ Brass Construction @ Voltage: 600VAC SU ese’ 
© Contact Diameter: 0.039” (0.99mm) © Current Rating: 9.54 For Use Price Each 
: me tae ae d te ae ty onli | Mfg. Part No. Description Type With Stock No.|  1-1-9+ 
So se In Mini: Vnversel MATES ONS! Pug aiid cab housings only Olds seperate;y cnlie oF call @ 2-380935-0 | 20, 24 & 36 Circuits| Split Grommet MR Series Miniature] 83K0816| 1.43 
Contact Contact | Price Each" Rectangular Connector 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ Strain Reliefs 
Pin - Crimp @ 2-380936-0 | 20, 24 & 36 Circuits | Split Grommet} MR —_— Series Miniature | 87K6897 0.28 
@ 1-794059-0 | 26AWGto30AWG | Brass | Gold Plated Contacts | 14M4382 0.29 ee ae 
@ 770985-1 22 AWG to 26 AWG Brass Tin Plated Contacts 90B6763 0.31 © 2-350377-0 6 Circuits Split Grommet | MR Series Miniature | 87K6893 222 
@ 1-770985-0 22 AWG to 26 AWG Brass Gold Plated Contacts 52K3390 0.80 Rectangular Connector 
© 770987-1 18AWGto22AWG | Brass | Tin Plated Contacts | 25C3423 0.15 Strain Reliefs 
@ 1-770987-0 18 AWG to 22 AWG Brass Gold Plated Contacts 65/9675 0.83 @ 2-350378-1 | 9, 12 & 15 Circuits | Split Grommet}MR —_ Series Miniature | 87K6894 mee 
- Rectangular Connector 
Pin - Solder Strain Reliefs 
@ 794059-1 26 AWG to 30 AWG Brass Tin Plated Contacts 85C1115 0.25 PIM. 8325 
Socket - Crimp 
@ 770986-1 22 AWG to 26 AWG Brass Tin Plated Contacts 90B6764 0.16 Socket Contacts 
@ 1-770902-0 22 AWG to 26 AWG Brass Gold Plated Contacts 52K3370 0.64 Ce aE 
@ 770988-1 18 AWG to 22 AWG Brass Tin Plated Contacts 2503425 0.31 Contact Contact AWG AWG | Tape Cut _ 
© 770904-1 18 AWG to 22 AWG Brass Tin Plated Contacts 9188940 0.19 Mfg. Part No. Material Plating Min Max Stock No. 1-9+ 
© 1-770904-0 | 18AWGto22AWG | Brass | GoldPlated Contacts | 52K3372 | 0.69 Socket Bolte, 
7 @ 641294-1 Phosphor Bronze | Tin Plated Contacts | 26 AWG | 18AWG | 7003855 0.32 
Socket - Crimp / Solder 
@ 1-770986-0 | 22AWGto26AWG | Brass | Gold Plated Contacts | 52K3391 0.52 PIM_5513230 
@ 1-770988-0 18 AWG to 22 AWG Brass Gold Plated Contacts 65J9680 0.79 
Socket - Solder Application Tools 
@ 794058-1 26 AWG to 30 AWG Brass Tin Plated Contacts 72H9256 0.16 For Use Price Each 
@ 1-794058-0 26 AWG to 30 AWG Brass Gold Plated Contacts 16M2689 0.66 Mfg. Part No. With Stock No. 1+ 
Hand 
91526-1 AMP 26-18AWG Contacts 03H3301 898.72 
> CONTINUED > > CONTINUED > 
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PIN & SOCKET CONNECTORS 


Application Tools (CONT.) COMMERCIAL MATE-N-LOK® SOFT-SHELL CONNECTORS (CONT.) 
For Use Price Each No. of Price Each 
Mfg. Part No. With Stock No. 1+ Mfg. Part No. Positions Stock No. 1-49+ 
Ratchet Plug, Free Hanging Pin Housing, Positive Lock, Dual Row 
90871-1 AMP 0.093 20-14AWG Contacts 96F9722 356.54 @ 1-480340-0 6 82F9878 0.99 
58514-1 AMP 26-18AWG Contacts 96F9721 390.44 @ 1-480345-0 8 87F2960 0.61 
PIM_5513226 Plug, Free Hanging Pin Housing, Positive Lock, Inline 
@ 1-480351-0 1 82F9874 0.31 
Insertion Plug, Free Hanging Socket Housing, Inline 
A @ 1-480349-0 1 82F9875 0.08 
For Use Price Each 
Mfg. Part No. | Description With Stock No. 1-4+ @ 1-480318-0 2 EEE 0.42 
455830-1 Insertion Tool | Universal MATE-N-LOK pin or socket contacts | 46F2045 38.85 © 1-480303-0 3 87F2956 0.65 
PIM_5513227 @ 1-480424-0 4 2003571 0.59 
Plug, Free Hanging Socket Housing, Positive Lock, Dual Row 
Strai s @ 1-480270-0 6 82F9879 0.68 
walRpeats Plug, Free Hanging Socket Housing, Positive Lock, Inline 
No. of Price Each @ 1-480720-0 2 87F2955 0.86 
Mfg. Part No. Positions Stock No. 1-9+ @ 1-480721-0 3 87F2957 0.69 
Strain Relief, Nylon (Polyamide) ‘ei4or20~”~—CNS™~COCOSC“‘«*‘é‘sé‘R 87F2959~°~2@2#~SW*#COC«*CAGO 
35007 S Set oes, Plug, Free Hanging Socket Housing, Positive Lock UL94V-0, Inline 
300374 9 770827-1 4 34B1843 = 
© 480634-1 20 e2hoi04 aa) Plug, Motor Mount Pin Housing, Positive Lock, Dual Row 
@ 350524-1 24 92F9102 5.11 @ 1-480284-0 8 87F2947 1.01 
See! s e2ra08s = © 1-480288-0 12 87F2950 2.32 
PIM_6513228 Plug, Motor Mount Socket Housing, Positive Lock, Dual Row 
@ 1-480283-0 8 87F2948 0.42 
Pin & Socket Contacts @ 1-480285-0 10 82F9880 0.70 
Contact Contact Price Each @ 1-480287-0 12 87F2951 1.43 
Mfg. Part No. | Wire Size, AWG Material Plating Stock No. 1-9+ @ 1-480438-0 16 87F2953 1.96 
Pin - Crimp, Loose Piece Plug, Panel Mount Pin Housing, Detent Lock, Inline 
@ 350968-2 24 AWG to 26 AWG | Phosphor Bronze | Gold Plated Contacts | 2906108 0.50 @ 1-480426-0 4 82F9868 0.78 
@ 350967-2 18 AWG to 26 AWG | Phosphor Bronze } Gold Plated Contacts | 29C6107 0.62 Plug, Panel Mount Pin Housing, Detent Lock, Matrix 
Pin - Crimp, Split Pin, Loose Piece @ 1-480276-0 6 82F9870 1.14 
@ 640579-1 | 24 AWG to 26 AWG | Phosphor Bronze | Tin Plated Contacts | 50F2666 0.41 Plug, Panel Mount Pin Housing, Positive Lock, Matrix 
@ 640579-2 24 AWG to 26 AWG | Phosphor Bronze } Gold Plated Contacts | 50B8875 1.42 @ 1-480277-0 9 82F9872 1.42 
@ 640545-1 18 AWG to 26 AWG | Phosphor Bronze | Tin Plated Contacts | 34B954 ee @ 1-480278-0 12 87F2942 0.70 
@ 640545-2 18 AWG to 26 AWG | Phosphor Bronze | Gold Plated Contacts | 8578493 1.85 @ 1-480324-0 15 87F2944 0.55 
Pin - Crimp, Split Pin, Sold in Packages of 100 Plug, Panel Mount Socket Housing, Positive Lock, Inline 
@ 640545-2 | 18 AWG to 26 AWG | Phosphor Bronze | Gold Plated Contacts | 89F2121 ons @ 1-480304-0 3 82F9867 0.74 
Pin - Crimp, Tape Cut @ 1-480425-0 4 82F9869 1.02 
@ 350967-1 18 AWG to 26 AWG | Phosphor Bronze | Tin Plated Contacts | 7003822 0.22 Plug, Panel Mount Socket Housing, Positive Lock, Matrix 
Socket - Crimp, Loose Piece @ 1-480273-0 6 82F9871 1.24 
@ 794001-1 24 AWG to 26 AWG | Phosphor Bronze | Tin Plated Contacts | 96F6991 0.30 @ 1-480274-0 9 82F9873 1.00 
@ 641300-1 18 AWG to 26 AWG | Phosphor Bronze | Tin Plated Contacts | 34B1029 ae @ 1-480275-0 12 87F2943 = 
@ 641300-2 18 AWG to 26 AWG | Phosphor Bronze | Gold Plated Contacts | 50F675 1.56 @ 1-480323-0 15 87F2945 4.32 
Socket - Crimp, Tape Cut Receptacle, Free Hanging Pin Housing, Detent Lock, Inline 
@ 641294-2 18 AWG to 26 AWG | Phosphor Bronze | Gold Plated Contacts | 7207790 0.41 @ 1-480319-0 2 82F9876 0.21 
PIM_5513229 Receptacle, Free Hanging Pin Housing, Detent Lock UV Stable, Inline 
@ 1-480401-0 1 06H1516 0.89 
COMMERCIAL MATE-N-LOK® SOFT-SHELL CONNECTORS Receptacle, Free Hanging Pin Housing, Positive Lock UL94V-0, Inline 
\ as @ 794132-1 4 34B2090 1.64 
i Receptacle, Motor Mount Pin Housing, Positive Lock, Dual Row 
j urionzen osraauron —--_@ 1-480271-0 6 87F2946 0.84 
® Spier : PIM_8330 
ompliant 
Ss eis > Available 
\\ ° Pin & Socket Contacts 
x W @ Price per 
Contact Contact Pkg. 
A Mfg. PartNo. | Wire Size, AWG Material Plating Stock No. 1-4+ 
4?” a} " Pin - Crimp, EA 
ap , @ 350079-1 22 AWG to 30 AWG Brass Tin Plated Contacts | 90F3522 0.25 
: @ 61174-5 22 AWG to 30 AWG Brass Gold Plated Contacts | 52F4883 1.89 
@ Fully Polarized Nylon Housings, Rated UL94V-2 Motor Mount Versions Scries IBAWG to 24 AWG: (Phosphor Bromize Tin Plated Contacts |BSDRSS#8 OMA 
© Available in Panel Mount, Free-Hanging, and © UL Recognized, CSA Certified © 60618-1 18 AWG to 24 AWG Brass Tin Plated Contacts | 3107907 0.32 
Precision molded, soft-shell construction offers easy cavity identification. Built-in locking device, contact @ 60618-5 18 AWG to 24 AWG Brass Gold Plated Contacts | 90F3982 0.60 
net and self-aligning features. Order pin and socket contacts separately below and application tools @ 60620-4 14 AWG to 20 AWG | Phosphor Bronze | Tin Plated Contacts | 90F4587 0.73 
Contacte es designed with no sharp projections to impede insertion or damage housings. @ 61118-1 14 AWG to 20 AWG Brass Tin Plated Contacts | 58R2755 0.19 
fic. of Price Each @ 60620-5 14 AWG to 20 AWG Brass Gold Plated Contacts | 90F4588 2.74 
Mfg. Part No. Positions Stock No. 1-49+ Socket-Crimp, EA 
Plug, Free Hanging Pin Housing, Detent Lock, Inline @ 61173-1 22 AWG to 30 AWG Brass Tin Plated Contacts | 90F4590 0.14 
“e1-480350-0 | «| 87F2954 | o44 @ 61173-5 22 AWG to 30 AWG Brass Gold Plated Contacts | 52F4856 1.04 
@ 1-480305-0 3 82F9866 0.33 @ 350638-4 | 18AWG to 18 AWG | Phosphor Bronze | Tin Plated Contacts | 13H1838 0.53 
Plug, Free Hanging Pin Housing, Detent Lock UV Stable, Inline ©60617-5 | 18AWG to 24 AWG Brass Gold Plated Contacts |i90hd533 0.90 
@ 1-480498-1 2 93B1851 0.42 @ 60619-7 14 AWG to 20 AWG | Phosphor Bronze | Gold Plated Contacts | 90F4058 1.68 
@ 1-480387-0 3 93B1854 0.38 @ 60619-5 14 AWG to 20 AWG Brass Gold Plated Contacts | 90F4057 Aeris 
> CONTINUED > > CONTINUED > 
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PIN & SOCKET CONNECTORS 


0.062” (1.57) SOFT-SHELL COMMERCIAL PIN AND SOCKET 


Pricepar’ 4 CONNECTORS =TE 
Contact Contact Pkg. = connectivity 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-4+ AUTHORIZED DISTRIBUTOR 
Socket - Crimp, Pack of 100 iy © Pi RoHS 
© 60617-1 18AWG to 24AWG | Brass | TinPlated Contacts | 82F9910 = ™ ¥§ eA Seep 
@ 60619-1 _ 14 AWG to 20 AWG Brass Tin Plated Contacts 82F9912 exe 4 LY AG @ 
Socket - Crimp, TC f 47 
@ 350078-1 22 AWG to 30 AWG Brass Tin Plated Contacts 90F3526 0.06 ra di y ; A 
PIM_5511433 / : 
TE CONNECTIVITY’S AMP COMMERCIAL MATE-N-LOK® ® Polarized, Natural Color Nylon Housings, Rated © 0.145” (3.68) Centerline Spacing 
TOOLS UL94V-2 © Voltage Rating: 250VAC 
© Compatible with Other Soft Shell Connectors ® Dielectric Withstanding Voltage: 1.0kVAC 
© Accepts Wires with Insulation Diameters up to © Durability: 10 Mating Cycles 
WUTGRiEED BIT RBOTOR 0.110" (2.79) ®@ Insulation Resistance: 1000 Megohms Minimum 
- @ Wire Range from 30 to 18 AWG Initial 
For Use Price Each © 0.062” (1.57) Pin Diameter 
Mfg. Part No. With Stock No. 1+ Economical, commercial-grade receptacle and plug connector housings available in 1 circuit, 2 thru 4 in-line 
Hand circuit, and 4 thru 9 matrix circuit sizes for free-hanging wire-to-wire connection. Feature cavity identification, 
E A NL 7 low contact-mating force, dual-locking lances and detent and positive locking. Pre-tin plated brass contacts, 
905741 BME IUnivetsal MAT EsN-LOR 1 Grecvalve Contacts eonSTas 315.28 order separately below, can be used in either plug or receptacle. UL recognized, CSA certified. Order application 
Ratchet tools separately below. 
90575-1 AMP Commercial MATE-N-LOK 20-14AWG Contacts 96F9719 213.34 No. of Price Each 
91504-1 AMP MATE-N-Lock Connector 20-14AWG Contacts 7304440 742.16 Mfg. Part No. Positions Stock No. 41-9+ 
Price Each Plug, Free-Hanging 
Mfg. Part No. Description Stock No. 1-1-4+ @ 770278-1 1 92F9045 0.16 
465644-1 Extraction Tool 82F9913 35.92 @ 770340-1 2 92F9047 0.22 
455830-1 Insertion Tool 46F2045 38.85 @ 770331-1 3 92F9049 = 
PIM_8333 @ 770355-1 6 92F9054 0.10 
@ 770428-1 9 92F9056 0.16 
COMMERCIAL MATE-N-LOK® PC BOARD VERTICAL PIN Ehig, Free senging inline 
AND SOCKET HEADERS @ 770275-1 4 92F9051 eee 
© Duplex Finish Plated with 20” Plug, Free-Hanging, Matrix 
(0.000762) Min. Gold in Mating Area p- dUrianisio pisieistivor @ 770433-1 4 92F9053 0.52 
© Matte Tin-Lead on Solder Tail End wal A 
over 501” (0.00127) Min. Nickel = a Recepiacls, Free ranging 
Underplate on Entire Contact _ ™> Available @770277-1 1 92F9046 0.15 
© 0.175” Standard Tail Ideal for 0.062” sane @ 770342-1 2 92F9048 0.39 
(1.57) Thick PC Board r 
© 0.225" Long Tail Ideal for 0.125” a - pa : e2e050 wo 
(3.17) Thick PC Board @ 770356-1 6 92F9055 0.28 
Mate with socket housings; go online — @ 770429-1 9 92F9057 = 
or call. ~ lal Receptacle, Free-Hanging, Inline 
SS @ 770274-1 4 92F9052 0.42 
Price Each Receptacle, Free-Hanging, Matrix 
Mfg. Part No. | Contacts | Rows Plating Termination Stock No. 1-99+ @ 770442-1 4 66F6355 0.39 
Header, Detent Lock, Standard Tail Receptacle, Panel Mount 
@ 794120-1 2 1 Tin Plated Contacts | Through Hole Right} 92B0541 2.39 @ 770343-1 2 92B7175 eae 
Angle 
@ 350209-1 2 1 | Tin Plated Contacts | Through Hole Vertical | 87F2963 0.41 _ For Use | Price Each” 
@ 15865142] 3 1 | Gold Plated Contacts| Through Hole Vertical | 40P2611| 2.86 Mfg. Part No. | Description With StockNo. | _1-1-4+ 
© 643488-1 3 1 | TinPlated Contacts |Through Hole Right! 90F3973} 2.08 aienst Campo BME O.062 2 TSW Contac 99F3575 | 208.85 
Angle 90870-1 Crimp Tool AMP 0.062 24-30AWG Contacts 92F9062 | 281.07 
@ 1-641737-1 4 4 Tin Plated Contacts | Through Hole Right} 33B3718 3.47 @ 91002-1 Insertion Tool | AMP 0.062” Commercial Pin & Socket Contacts | 89F4310 49.08 
Angle PIM_8289 
@ 350211-1 4 1 Tin Plated Contacts | Through Hole Vertical 98F278 1.14 a 
Header, Detent Lock, Standard Tail, Post-Tin : 
@ 15866271 | 4 1 | Tin Plated Contacts | Through Hole Vertical | 73K1613 | 1.08 Pin & Socket Contacts 
Header, Detent Lock, Standard Tail, UL94V-0 Price per 
@ 794236-1 4 [Tin Plated Contacts | Through Hole Vertical | 34B2091 | 1.41 Contact Contact acta 
Header, Positi k Tail - Mfg. Part No. Wire Size, AWG Material Plating Stock No. i+ 
leader, Positive Lock, Long Tai Pin - Crimp, Pack of 1000 
Sei | Tin Plated Contacts | Through Hole Vertical [ ear tt60 | — @790018-1 | 24AWGto30AWG | Brass | TinPlated Contacts | 92F9058 = 
Header, Positive Lock, Standard Tail @ 794017-1 TBAWGto24AWG | Brass | TinPlated Contacts | 92F9061 | 93.84 
@ 1586530-2 2 1 | Gold Plated Contacts} Through Hole Vertical | 52K3427 1.31 Pin - Crimp, TC 
@ 350539-1 - - - - — facts -—- - le —- a 0.88 @ 350629-1 18 AWG to 24 AWG Brass Tin Plated Contacts | 90F4893 0.15 
@ 350541-1 in Plated Contacts rough Hole one 0.64 Socket - Crimp, EA 
© 1586534-2 - a -—- - i — — 3.40 © 350628-1 T8AWGto24AWG | Brass | Tin Plated Contacts | 7207783 | 0.15 
@ 350543-1 ul lated Contacts rough Hole eta 2.04 Socket - Crimp, Pack of 1000 
@ 3506421 9 3__| Tin Plated Contacts | Through Hole Vertical [RGQG2S7//NEre2 @ 794016-1 TBAWGto24AWG | Brass | TinPlated Contacts ] 92F9060 | 74.21 
RMS PIM_5511485 
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0.093” COMMERCIAL PIN & SOCKET CONNECTORS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


© Polarized 
@ Low contact mating force 


© Voltage rating: 250VAC 
© Rated UL94V-2 


RoHS 
Compliant 
Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MICRO MATE-N-LOK RECEPTACLES _ 
=TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


© 3mm (0.118") centerline spacing 
@ Voltage rating: 250VAC 


© Current rating: 5A 
© Operating temperature: -40°C to 105°C 
The Micro MATE-N-LOK 3mm Connector System is a wire-to-wire and wire-to-board connector system with 


© Dual locking lances contacts on a 3 mm [.118] centerline. Single- row and dual-row configurations are available. 
No. of Price Each Crimp, snap-in pin and receptacle contacts are used to terminate 24-20 [0.2-0.6] and 30-26 [0.05- 0.15] AWG 
a -—_—_——_ wire. Plug and receptacle housings allow wire-to-wire and wire-to-panel configurations. Header assemblies for 
Mfg. Part No. Positions Stock No. 1-9+ wire-to- board interconnections include vertical and right-angle components. Recognized under the Component 
Plug, Free Hanging Program of Underwriters Laboratories Inc. File No. E28476. 
@ 770069-1 2 89F2711 0.60 No. of Price Each 
@ 770084-1 5 92F9067 0.17 Mfg. Part No. Positions Rows Stock No. 1-9+ 
@ 770096-1 9 89F2721 0.06 Receptacle 
@ 770102-1 12 66F2976 0.48 @ 1445022-2 2 1 11H4284 0.20 
Plug, Free Hanging, Inline @ 794617-2 2 2 50H8372 0.29 
@ 770078-1 4 89F2720 0.34 @ 1445022-3 3 1 03H3077 0.24 
@ 770892-1 6 16H5784 0.77 @ 1445022-4 4 1 8901336 0.38 
Plug, Free Hanging, Matrix @ 794617-4 4 2 16H6131 0.56 
@ 770842-1 4 92F9065 0.90 @ 1445022-5 5 1 20H0141 saa 
@ 770090-1 6 50F2670 0.42 @ 1445022-6 6 1 8901330 0.09 
Plug, Free Hanging, Positive Lock @ 794617-6 6 2 02H5760 0.18 
@ 770425-1 2 34B1834 0.19 @ 1445022-8 8 1 11H4286 0.73 
Plug, Panel Mount @ 794617-8 8 2 16H6132 0.38 
@ 770068-1 2 89F2706 0.93 @ 1-794617-0 10 2 10H3656 0.51 
Receptacle, Free Hanging, Positive Lock @ 1-794617-2 12 2 8901036 0.78 
@ 770424-1 2 34B1833 0.46 @ 1-794617-4 14 2 10H3657 0.63 
Receptacle, Free Hanging, With Detents @ 1-794617-8 18 2 02H0582 0.52 
@ 405264508 1 89F2716 0.08 @ 2-794617-2 22 iby 02H0579 1.14 
@ 770065-1 2 89F2717 0.23 @ 2-794617-4 24 2 02H0578 = 
@ 770083-1 5 90F4892 0.36 Farllsa Price Each 
© 7700921 9 BOE 2705 0.35 Mfg. Part No. | Description With Stock No.| _4-1-4+ 
© 770098-1 12 SACOTES 0.39 91501-1 __ | Hand Crimp Tool | AMP Micro MATE-N-LOK 24-20AWG Contacts | 16H9487 | 990.26 
Receptacle, Free Hanging, With Detents, Inline PIM_84670 
@ 770075-1 4 89F2718 0.27 
@ 770782-1 6 16H5773 3.06 : 
Receptacle, Free Hanging, With Detents, Matrix Bese 
© 770843-1 4 92F9066 0.36 Contact Contact | Price Each 
@ 770086-1 6 66F3000 0.21 Mfg. PartNo. | Wire Size, AWG Material Plating Stock No. 1-9+ 
Receptacle, Panel Mount, With Detents Socket - Crimp : 
© 770066-1 2 89F2702 023 @ 794610-1 _ 20 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 16H6123 0.16 
© 770099-1 12 9181683 0.82 Socket - Crimp, 15” Plating 
Receptacle, Panel Mount, With Detents, Inline @ 1-794611-1 | 26 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 16M2693 0.09 
© 770076-1 7 0782328 0.25 @ 1-794610-1 | 20 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 52K3408 0.17 
Receptacle, Panel Mount, With Detents, Matrix Socket - Crimp, 304” Plating 
@ 770087-1 6 16H5729 0.97 @ 1-794611-2 | 26 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 16M2694 0.26 
- @ 1-794610-2 | 20 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 52K3409 0.08 
- For Use | Price Each “Socket - Crimp, On Strip, Sold Individually 
Mfg. PartNo. | Description min see, || ie @ 794607-1 | 26AWG to 30 AWG | Phosphor Bronze | Tin Plated Contacts | 96K3558 | 0.13 
318837-1 Extraction Tool | 0.093” Commercial Pin & Socket Contacts | 88F4434 134.99 © 794606-1 20 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 43J1315 0.05 
PIMLBSrN4 PIM_5511434 
Pin & Socket Contacts Plug & Socket 
Price per The Micro MATE-N-LOK 3mm Connector System is a wire-to-wire and wire-to-board connector system with 
Contact Contact Pkg. contacts on a 3 mm [.118] centerline. Single- row and dual-row configurations are available. 
Mfg. Part No. Wire Size, AWG Material Plating StockNo. | 1* Crimp, snap-in pin and receptacle coni acts are used to terminate 24-20 [0.2-0.6] and 30-26 [0.05- 0.15] AWG 
- ~ wire. Plug and receptacle housings allow wire-to-wire and wire-to-panel configurations. Header assemblies for 
Pin - Crimp, EA wire-to- board interconnections include vertical and right-angle components. Recognized under the Component 
@ 770147-1 18 AWG to 24 AWG Brass Tin Plated Contacts 89F2700 0.12 Program of Underwriters Laboratories Inc. File No. E28476. 
@ 770147-5 18 AWG to 24 AWG Brass Gold Plated Contacts 9401707 0.70 Price Each 
@ 770145-1 14 AWG to 20 AWG Brass Tin Plated Contacts 16H5735 0.25 Mfg. Part No. | Contacts | Rows Plating Termination Stock No.|  1-24+ 
Pin - Crimp, TC Header 
@ 350416-1 14 AWG to 20 AWG Brass Tin Plated Contacts 25R6577 0.02 @ 2-1445057-2 2 4 in Plated Contacts | Surface Mount Right] 16M2811 0.77 
Socket - Crimp, EA Angle 
© 770146-5 18AWG to24AWG | Brass | Gold Plated Contacts | 99F8476 0.64 @ 3-794627-4 4 2 | Tin Plated Contacts | Surface ry Right | 16M3023| 2.62 
@ 770144-1 14 AWG to 20 AWG Brass Tin Plated Contacts 91B1678 0.12 © 47048368 18 5) in Plated Contacts | Surface Mount Vertical | 46M3101 Ble 
Sockets Crimp; Packof 100 : Header, 15” Gold Contact Finish 
e770 TBAWGTO2AWG | Brass_| Tin Plated Contacts | RNGSR2IOI Mad @ 2-1445084-2) 2 Gold Plated Contacts | Through Hole Vertical | 16M2812 | 0.90 
dame @3-794637.2 | 2 2 | Gold Plated Contacts | Surface Mount Vertical | 16M3026 | __1.87 
@ 2-1445091-4 4 Gold Plated Contacts | Surface Mount Right) 16M2814 1.49 
Angle 
> CONTINUED > 
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PIN & SOCKET CONNECTORS 
Plug & Socket (CONT.) Pin & Socket Connector Housings (CONT.) 
AMP MICRO MATE-N-LOK PLUGS AND HEADERS (CONT.) Nocot Price Each 
Price Each Mfg. Part No. Positions Stock No. 1-24+ 
Mfg. Part No. | Contacts | Rows Plating Termination Stock No.} 1-24+ Plug, Panel Mount, Single Row 
Header, 30” Gold Contact Finish @ 1445048-2 2 11H4288 0.12 
@ 2-1445096-2 2 1 | Gold Plated Contacts | Surface Mount Vertical | 16M2817 1.37 @ 1445048-3 3 11H4289 0.14 
@ 2-1445098-2 2 1 | Gold Plated Contacts | Through Hole Right} 17R6058 — @ 1445048-5 5 11H4290 0.25 
Angle PIM_5511691 
@ 2-1445096-3 3 1 | Gold Plated Contacts | Surface Mount Vertical | 16M2818 = 
@ 2-1445098-3 3 1 Gold Plated Contacts a Right | 33M8547 1.20 MR SERIES MINIATURE RECTANGULAR PC BOARD PIN 
© 2-1445093-3[ 3 1 [Gold Plated Contacts | Through Hole Vertical | 176028 | __—- HEADERS =TE 
@ 2-1445096-4] 4 1 | Gold Plated Contacts | Surface Mount Vertical | 16M2819 | 0.92 ee ee 
@ 2-1445093-7 7 1 Gold Plated Contacts } Through Hole Vertical | 16M2815 1.70 ® Brick Red Nylon Housing, Flammability Rated acd See 
© 37946328 | 8 | 2 |GoldPlated Contacts | Through Hole Vertical | 18R2983 | 1.86 ULO4V-0 ; Gesinpian 
Rede el Hl Doin eet a 
@ 3-794680-2 2 2 in Plated Contacts | Through Hole Vertical | 16M3028 — © Mate with MR series socket connectors 
@ 2-1445056-3 3 1 in Plated Contacts | Surface Mount Right] 16M2810 ess Phosphor bronze contacts available with tin or 
Angle duplex finish. Duplex finish is plated with 30y” 
@ 3-794677-4 4 2 in Plated Contacts | Through Hole Right} 16M3027 = (0.762) min. gold in mating area, matte tin on 
Angle solder tail end over 50y” (1.27um) min. Nickel 
@3-794680-8 | 8 2 | TinPlated Contacts | Through Hole Vertical | 16M3029| 0.32 underpin oft entite contact. peieacine 
Header, Plastic Hold Down - 
- - Price Each 
@ 214450502 : | in Plated Contacts | Through Hole Vertical (RZGMIBDSG uss Mfg. Part No. | Contacts | Rows Plating Termination StockNo.| 1-9* _ 
@ 3-794618-4 4 2 in Plated Contacts ee Right |} 16M3019 1.63 Header 
©3.7946186 | 6 | 2 | TinPlated Contacts | Through Hale Right | 163020] 1.95 O20 |e 1_| Gold Plated Contacts | Through Hole Vertical [RSZISG0 ARSE 
Angle @ 640497-3 2 4 Tin Plated Contacts | Through Hole Vertical | 92F9087 1.75 
@ 4-794618-4 14 2 in Plated Contacts | Through Hole Right} 12M6223 = @ 2-640498-2 3 1 Gold Plated Contacts | Through Hole Vertical | 16M5155 5.69 
Angle @ 640498-3 3 4 Tin Plated Contacts | Through Hole Vertical | 92F9089 2.55 
For Use Price Each @ 2-640499-2 4 2 | Gold Plated Contacts | Through Hole Vertical | 52K3461 6.65 
Mfg. PartNo. | Description With Stock No.| 1-1-4+ @ 640500-1 6 2 _| Tin Plated Contacts | Through Hole Vertical | 89F2128 5.10 
91501-1 Hand Crimp Tool | AMP Micro MATE-N-LOK 24-20AWG Contacts | 16H9487 990.26 @ 2-640501-2 9 3 Gold Plated Contacts | Through Hole Vertical | 52K3465 16.35 
PIM_5511692 @ 2-640502-2 12 3 Gold Plated Contacts | Through Hole Vertical | 52K4303 19.24 
@ 640502-1 12 3 Tin Plated Contacts | Through Hole Vertical | 89F2130 5.64 
Pin & Socket Contacts @ 2-640503-2 15 3 Gold Plated Contacts | Through Hole Vertical | 52K4304 28.76 
Contact Contact Price Each eae 
Mfg. PartNo. | Wire Size, AWG Material Plating Stock No. 1-9+ 
Pin - Crimp Wire-to-Board 
@ 1-794613-0 | 26 AWG to 30 AWG Brass Tin Plated Contacts | 16M2698 0.08 No. of Price Each 
@ 1-794612-0 | 20 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 16M2695 0.18 Mfg. Part No. Contacts Pitch Rows Stock No. 4-9+ 
Pin - Crimp, 15u” Header, Through Hole 
@ 1-794613-1 | 26 AWG to 30 AWG Brass Gold Plated Contacts | 16M2699 0.18 @ 640498-1 3 4.19mm 4 89F2126 2.64 
@ 1-794612-1 | 20 AWG to 24 AWG Brass Gold Plated Contacts | 16M2696 | 9.08 “e041 | 1 | 419mm | 5 | 89F5014 | 936. 
Pin - Crimp, 30u” Plug, Through Hole 
@ 1-794613-2 | 26 AWG to 30 AWG Brass Gold Plated Contacts | 10M9837 0.08 @ 640497-1 2 4.2mm 1 89F2125 1.80 
@ 1-794612-2 | 20 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 16M2697 0.27 PIM_5511689 
Pin - Crimp, 30u” - TC 
@ 1-794608-2 | 20 AWG to 24 AWG Brass Gold Plated Contacts | 55M0190 0.22 AMP-DUAC® (DUAL-ACTION) RECEPTACLE AND 
Pin - Crimp, TC CONTACTS 
@ 1-794608-0 | 20 AWG to 24 AWG Brass Tin Plated Contacts | 39M6105 0.03 
PIM_5511690 AUTHORIZED DISTRIBUTOR 
RoHS _ 
Compliant 
Pin & Socket Connector Housings Sep teri 
No. of Price Each 
Mfg. Part No. Positions Stock No. 1-24+ 
Plug, Free Hanging, Dual Row 
@ 794616-2 2 19H3709 0.38 
@ 794616-4 4 16H6128 0.57 
@ 794616-6 6 16H6129 0.23 
@ 794616-8 8 16H6130 0.73 ; 
ee Ua dasa we : ee (aor) Centerline ; eos a UL94V-2, UL94V-0 
@ 1-794616-4 14 10H3653 0.77 © Positive Lock 
Plug, Free Hanging, Single Row Ideal for wire-to-board power applications. Dual action (DUAC) female socket contacts provide low insertion 
@ 1445049-2 2 11H4294 0.37 force while maintaining high current capacity performance; ordered separately below. 
@ 1445049-3 3 114295 0.49 No. of Price Each 
@ 1445049-4 4 11H4296 0.37 Mfg. Part No. Positions Stock No. 1-94 
@ 1445049-5 5 11H4297 0.17 Receptacle, Natural 
@ 1445049-6 6 11H4298 = @ 106527-2 2 1908544 0.11 
Plug, Panel Mount, Dual Row @ 106527-6 6 90B2339 0.38 
@ 794615-4 4 19H3706 0.62 @ 1-106527-0 10 09H3043 = 
@ 794615-8 8 19H3708 0.27 Receptacle, White 
@ 1-794615-0 10 10H3646 0.90 @ 794657-2 2 8902593 0.47 
@ 1-794615-4 14 10H3648 a @ 794657-4 4 61H8160 0.48 
@ 794657-8 8 16H6180 0.17 
@ 1-794657-0 10 9208628 = 
@ 1-794657-2 12 10H3758 0.54 
> CONTINUED > > CONTINUED > 
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PIN & SOCKET CONNECTORS 
AMP-DUAC® (DUAL-ACTION) RECEPTACLE AND CONTACTS (CONT.) TYPE Ill+ MULTIMATE CRIMP PIN AND SOCKET CONTACTS 
No. of Price Each 
Mfg. Part No. Positions Stock No. 1-9+ 
Receptacle, White AUTHORIZED DISTRIBUTOR 
@ 1-794657-6 16 8900249 ae &, Ry 7 Sep eiraan 
@ 2-794657-0 20 07H6433 0.23 = Nf oe a Available 
@ 2-794657-4 24 08/4508 0.61 =a — 
PIM_63492 at 
Pin 
Pin & Socket Contacts Bivket 
Contact Contact Tape Cut ® Brass Signal Contact © Wire Termination Type: Crimp 
Mfg. Part No. | Wire Size, AWG Material Plating Stock No. | _1-9+ © Terminate to Wire © Test Current: 134 _ 
Socket - Crimp e Insulation Support © Stainless Steel Spring p 
o 11082 [ZZANGWIOANG | PraptarBone | Ta RaeiCoiaas [WOE [| ES tt i ee OReREN™ thd cr aces 
@ 106529-2 18 AWG to 22 AWG | Phosphor Bronze | Tin Plated Contacts | 90B2344 -—- separately; go online or call. 
@ 1-106529-2 | 18 AWG to 22 AWG | Phosphor Bronze | Tin Plated Contacts | 25C0762 _ Price per 
@ 1-794141-3 | 18 AWG to 22 AWG | Phosphor Bronze | Gold Plated Contacts | 16M2690 -— Contact Contact Pkg. 
PIM. 5511474 Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-99+ 
Pin - Crimp 
@ 1-66400-0 20 AWG to 24 AWG Brass Tin Plated Contacts 52K3336 0.54 
chert FIN AND SOCKET CONNECTOR Gepiinpian @ 66400-4 20 AWG to 24 AWG Brass Gold Plated Contacts 50F585 ede: 
@ 1-66099-5 16 AWG to 18 AWG Brass Tin Plated Contacts 43K4721 0.67 
ViFSREES SBE @ 1-66099-4 16 AWG to 18 AWG Brass Gold Plated Contacts | 72H5065 = 
@ Panel Mount © Black Glass-Filled Thermoplastic Housing, 1-66361-0 14 AWG to 18 AWG Brass Tin Plated Contacts 96F7142 93.33 
y rier led (5.08mm) Flammability Rated UL94V-0 @ 1-66361-3 14 AWG to 18 AWG Brass Tin Plated Contacts §2K3334 Ee 
Provides blind mating with up to 0.090” (2.3mm) misalignment in any direction. Plug and receptacle can be ae ae _ aa = —— sal ae 
front- or rear-panel mounted. 
Naar Price Each 5 a 32 AWG to 32 AWG Brass Gold Plated Contacts 52K3811 = 
mn rae ocket - Crimp 
Plug, rar Inline em SteckiNe: 28 1-66109-5 24 AWG to 26 AWG Copper Tin Plated Contacts 96F8022 106.87 
© 207396-1 10 50625 74.98 @ 1-66109-8 24 AWG to 28 AWG Copper Tin Plated Contacts 52K3329 0.30 
Plug, Square Grid @ 1-66399-0 20 AWG to 24 AWG Brass Tin Plated Contacts 52K3335 0.84 
© 207015-1 4 66F1671 1.70 @ 66399-4 20 AWG to 24 AWG Brass Gold Plated Contacts 93F7351 1.25 
© 207152-1 6 92F4838 227 @ 66105-4 20 AWG to 24 AWG Brass Gold Plated Contacts 74C6780 1.24 
© 207439-1 95F2732 5.06 @ 1-66101-9 16 AWG to 18 AWG Brass Tin Plated Contacts §2K3322 0.78 
@ 20701741 12 50F638 = @ 1-66101-8 16 AWG to 18 AWG Brass Gold Plated Contacts 72H5066 = 
© 2073041 74 2204483 BOG @ 1-66360-3 14 AWG to 18 AWG Brass Tin Plated Contacts 69K7696 = 
@ 207019-1 36 92F4835 7.30 e 1-66360-1 14 AWG to 18 AWG Brass Gold Plated Contacts 96F7140 187.68 
Plug, Standard Drawer Socket - Wire Wrap : 
© 211758-1 12 92F6632 531 @ 6-66461-3 Brass Tin Plated Contacts 52K3815 = 
@ 208210-2 19 92F6620 7.55 PIM-ADGTE 
@ 211150-1 25 93F7309 10.04 
Receptacle, Square Grid TE CONNECTIVITY’S AMP APPLICATION TOOLS Soe 
@ 207016-1 4 66F1670 1.85 Available 
@ 207440-1 9 66F1672 2.60 sopeciNny: 
@ 207020-1 36 50F639 10.31 AUTHORIZED DISTRIBUTOR 
Receptacle, Standard Drawer For Use Price Each 
@ 211759-1 12 92F6622 es Mfg. Part No. With Stock No. 1-4+ 
@ 208209-2 19 95F2700 = Hand 
@ 211149-1 25 93F7339 9.26 91505-1 AMP 24-16AWG Circular Contacts 9202182 939.92 
=r Price Each 91523-1 AMP 24-16AWG Contacts 85C0748 939.92 
Mig, Part No. Type Wie cient, | REE I 58495-1 AMP 28-16AWG Contacts 44F8409 282.93 
@ 208211-4 Mounting Screw Metrimate Plug Housings 93F7324 5.39 Hand, Crimp Tool 
© 213283-2 Screw Ki AMP Metrimate Connectors 90B4747 6.33 otsazt AME 22 SENG Cone’: L2GS 152 ERSSOES 
© 207604-1 Strain Relief | 36 Position Plugs and Receptacles | 92F8429 7.99 potent : 
© 207601-1 Strain Relief | 9 Position Plugs and Receptacles | 92F6103 8.29 915151 MIE Universal MATE:N-LOK stls2caWio Contes Lec _||_ Guy 
PIM. 40874 PIM_40970 
Plug & Socket Insertion — 
: ee | Erica Each! Mfg. Part No. | Description rah Stock No. age 
e vg Pert Be oss | Bees Es Tommioatign sleckiNg: es @ 91002-1 Insertion Tool | AMP 0.062” Commercial Pin & Socket Contacts | 89F4310 49.08 
@1-207158-0] 6 2 | Gold Plated Contacts | Through Hole Vertical] 52K3266 | 9.62 Fisots21é 
PIM_5511421 
Cut costs, not corners with New Products Added Dai ly 
See the newest Technologies and sae wal 
Suppliers at: 


2) Board & Box Com 
ponents 
multicomp newark.com/multicomp 
PIM_5624837 
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3.96mm (0.156”) PITCH POWER DOUBLE LOCK (PDL) POWER TRIPLE LOCK PIN AND SOCKET CONNECTOR 
CONNECTOR SYSTEM =TE Boar! =TE 


connectivity connectivity 


AUTHORIZED DISTRIBUTOR AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


» » TPA Locking Plate 


Plug Housing Free-Hanging Receptacle Panel-Mount Receptacle RoHS 
Housing Housing Ge eimoiat 
i - Wis 
Zr 
Pin 
© Fully polarized available from the same series lineup Socket 
© Power circuit connectors of compact design © Board-mounted headers are compatible with Features in choice of: 
© Uses double lock plate on the wire side to prevent! resin coating @ Audible ‘lock’ latch provides positive feedback @ Single row: 1x2, 1x3, 1x4 and 1x5 
resist halfway mating of contacts © Design complies with a range of safety standards when plug and receptacle are mated @ Dual row: 2x3 and 2x4 
© Double lock plate compatible with high-count © The housing lance design helps prevent/resist © Ribs surrounding audible ‘lock’ latch prevent wires @ Matrix: 3x3, 3x4 and 3x5 
positions of more than 3 rows entanglement of contacts with one another from becoming snagged underneath ® Centerline spacing: 6 mm 
@ Tab and receptacle contacts resist scraping of @ Voltage Rating: 300V AC for wire-to-wire applica- © Optional Terminal Position Assurance (TPA) lock-  @ Row-to-row spacing: 8.1 mm 
contacts at mating/unmating tions, 50V AC for wire-to-board applications ing plate keeps contacts fully seated within housing ® Voltage rating: 600V AC/DC 
@ Semi-inner locking system that helps prevent/resist 1 Current Rating: 10A max. using 16 AWG on and provides against contact backout © Current rating: up to 20A per line 
disengagement by external pressure 2-position connector ® Keying/color code prevents mis-mating on the © Operating temperature: -55°C to 105°C 
© Both wire-to-wire and wire-to-board applications © Operating Temperature: -30°C to +105°C assembly line — Key A Natural ne © UL recognized E28476 
AMP Power Double Lock Connectors are compact enough for use in power circuit application and are ideally © For wire-to-wire and wire-to-panel applications 
suited for wiring in refrigerators, air conditioners, washing machines, gas equipment, copying machines and Power Triple Lock (PTL) connector system improves connection stability and reliability. Features a reduced 
automatic vending machines. These connectors can be used with or without a double lock plate which helps size high-performance functional design that includes free-hanging and panel mount receptacles. Plug 
prevent/resist halfway mating of contacts. Contacts accept 20-16 AWG wire with insulation outer diameter of housings feature an anti-snag locking latch to prevent wires from becoming tangled under the latch. In addition 
2.0-3.1mm. The tab header for board mounting has a locking mechanism and is compatible with resin coating to household appliances, such as refrigerators, dishwashers, washers and dryers, cookware, water heaters, 
which will not hinder the plug locking function. The solder tail section of the tab contact has kink features while vacuums, garage door openers, the PTL connector system is ideal for products related to heating, ventilation 
the solder tab secures the header on the board firmly during soldering. Other color options are available for and air conditioning, industrial machinery and lighting. automotive, commercial building, and rail. Other 
select sizes; go online or call. connector sizes, keying/color options and mfg. part no. 1971789-1 CPA (Connection Position Assurance) lock 
7 device are available; go online or call. Mfg part no . 1971786-1 Tape Cut. 
No. of Price Each - 
Mfg. Part No. Positions Rows Stock No. 1-9+ No. of | Price Each 
Plug Mfg. Part No. Positions Stock No. 1-99+ 
@ 177898-1 2 1 11H9845 =F Plug, Dual Row 
@ 177899-1 3 1 719850 0.17 @ 1-1971776-3 6 90W0246 aS 
@ 177901-1 6 2 41H9858 a @ 1-1971776-4 8 90W0247 0.56 
Receptacle, Free-Hanging Plug, Sinige Row 
@ 179463-1 2 1 12H0084 ae @ 1-1971773-2 2 90W0238 0.32 
© 1794641 3 1 TTR5487 nas @ 1-1971773-3 3 90w0239 0.36 
@ 179466-1 6 2 17R5488 0.63 @ 1-1971773-4 4 90W0240 0.32 
Receptacle, Panel Mount Ld EASE 5 sowie = 
@ 177906-1 2 1 11H9867 = Plug, Triple Row 
© 1779074 3 1 11H9871 = @ 1-1971876-3 9 90wo254 0.50 
@ 177909-1 6 2 41H9878 = @ 1-1971876-4 12 90W0255 Ss 
= @ 1-1971876-7 15 90W0256 a 
For Use wenicelEach) Receptacle, Free Hanging, Dual Row 
Mfg. Part No. Type With Stock No. | 1-1-99+ © 119717743 6 o0wo242 
@ 177918-1 Double Lock Plate | 2 Position Power Double Lock Connectors | 14R7933 0.07 @ 1-1971774-4 8 ‘900243 
@ 177919-1 Double Lock Plate | 3 Position Power Double Lock Connectors | 11H9886 0.09 5 7 
pares Receptacle, Free Hanging, Single Row 
~ @ 1-1971771-2 2 90W0230 0.18 
/ @ 1-1971771-3 3 90W0231 = 
Pin & Socket Contacts @ 1-1971771-4 4 90W0232 0.08 
Contact Contact Price Each @ 1-1971771-7 5 90W0233 is 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ Receptacle, Free Hanging, Triple Row 
Pin - Crimp @ 1-1971874-3 9 90w0248 = 
@ 177917-1 16 AWG to 20AWG | CopperAlloy | Tin Plated Contacts | 11H9885 0.04 @ 1-1971874-4 12 90W0249 = 
Socket - Crimp @ 1-1971874-7 15 90W0250 = 
@ 177915-2 16 AWG to 20AWG | CopperAlloy | Tin Plated Contacts | 11H9883 0.06 Receptacle, Panel Mount, Dual Row 
PIM_5511677 @ 1-1971775-3 6 90W0244 0.56 
@ 1-1971775-4 8 90W0245 0.56 
Plug & Socket Receptacle, Panel Mount, Single Row 
Price Each @ 1-1971772-2 2 90w0234 0.18 
Mfg. Part No. | Contacts | Rows Plating Termination Stock No. |  1-24+ @ 1-1971772-3 3 90w0235 0.41 
Header @ 1-1971772-4 4 90W0236 0.45 
@ 179838-1 2 1 | Tin Plated Contacts | Through Hole Vertical | 70M9041 0.42 @ 1-1971772-7 5 90W0237 = 
© 179839-1 3 1 | Tin Plated Contacts | Through Hole Vertical | 17R5496 me Receptacle, Panel Mount, Triple Row 
@ 179841-1 6 2 _| Tin Plated Contacts | Through Hole Vertical | 17R5498 = @ 1-1971875-3 9 90w0251 0.58 
PIM_5511678 @ 1-1971875-4 12 9owo252 = 
@ 1-1971875-7 15 90W0253 foes 
For Use Tape Cut 
Mfg. Part No. | Description Type With Stock No.}  1-1-9+ 
@ 1971778-5 | Dual Row | TPA Double Lock Plate | 10 Position PTL Connector | 90W0263 = 
@ 1971778-3 | Dual Row | TPA Double Lock Plate | 6 Position PTL Connector | 90W0261 0.18 
@ 1971778-4 | Dual Row | TPA Double Lock Plate | 8 Position PTL Connector | 90W0262 0.15 
@ 1971777-2 | Single Row | TPA Double Lock Plate | 2 Position PTL Connector | 90W0257 0.09 
> CONTINUED > 
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POWER TRIPLE LOCK PIN AND SOCKET CONNECTOR SYSTEM (CONT.) 


@ Indicates RoHS Compliant 


5.0 mm POWER KEY WIRE-TO-BOARD CONNECTORS 
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For Use Tape Cut 
Mfg. Part No. | Description Type With Stock No. |  1-1-9+ 
@ 1971777-3 | Single Row | TPA Double Lock Plate | 3 Position PTL Connector | 90W0258 0.45 
@ 1971777-4 | Single Row | TPA Double Lock Plate | 4 Position PTL Connector | 90W0259 0.18 
@ 1971777-5 | Single Row | TPA Double Lock Plate | 5 Position PTL Connector | 90W0260 0.15 { " 
> a ™ 
PIM_210132 aif 
me “iufe 
Vertical Header = 
Wire-to-Board Assembly, 1 Row t Plug Housing, 1 Row 
No. of Price Each Vertical Header Plug Housing, 2 Row 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-94 Assembly, 2 Row ° 
Header, Through Hole Features: © Housing lances also help prevent A @ 
- © Compact design with 19.4 mm mated height tangling of wired contacts RoHS 
@ 1-1969688-2 2 6mm 1 52¥1200 ae @ Power circuit connector with 5.0 mm contact Specifications: Geptinoian 
@ 1-1969688-3 3 6mm 1 521201 1.83 centerline © Voltage Rating: 300 VAC Available 
Si . 4 6 1 52Y1202 ay @ With a clear clicking sound, contact insertions can © Current Rating: 10A max. 
ere ae be made easier. © Operating Temperature: 30°C ~ +105°C. 
@ 1-1969688-5 5 6mm 1 52Y1203 241 © The double lock plate provides for complete © Applicable Wire: 24-16 AWG 
PIM_5511467 loading of contacts ® Applicable PC Board Thickness: 1.6 mm 
@ Locking levers are surrounded by walls, which 
protect levers and prevent tangling with wires 
Pin & Socket Contacts 
Tape Cut 5.0 mm Power Key Connectors are for power circuits of home appliances, especially targeting gas appliances. 
oe est Contact Contact | The connector features four kinds of keying per housing. Only color-coding of housings limited the efficiency 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-99+ of blind mating where you could not see connectors. However, the new keying mechanism not only improves 
Pin - Crimp assembly efficiency but also helps prevent mismating. Part numbers involved can be reduced so that purchasing 
@ 1971786-1 22 AWG Copper Tin Plated Contacts 90W0271 0.05 and stock level control can be made simpler. 
@ 1971784-1 16 AWG to 20 AWG Copper Tin Plated Contacts 90W0269 = Price Each 
@ 1971782-1 14 AWG Copper | Tin Plated Contacts | 90W0267 = Mfg. Part No. Contacts Plating Stock No. 1-9+ 
© 1971780-1 12 AWG Copper | Tin Plated Contacts | 90W0265 = Header, Type A, Natural, 1 Row 
Socket - Crimp @ 1376382-1 2 Tin Plated Contacts 17R3087 0.43 
@ 1971785-1 22 AWG Copper | Tin Plated Contacts | 90W0270 ae © 1376383-1 3 Tin Plated Contacts 17R3088 1.48 
© 1971783-1 16AWG to20AWG | Copper | Tin Plated Contacts | 90wo0268 0.05 © 1376384-1 4 Tin Plated Contacts 17R3089 0.72 
© 1971781-1 14 AWG Copper | Tin Plated Contacts | 90W0266 a © 1376385-1 6 Tin Plated Contacts 17R3090 k29) 
@ 1971779-1 12 AWG Copper | Tin Plated Contacts | 90w0264 0.01 Header, Type A, Natural, 2 Row 
PIM 5511468 @ 1376386-1 4 Tin Plated Contacts 97X1927 0.21 
= @ 1376387-1 6 Tin Plated Contacts 45W1815 0.77 
MIL-C-26500 48 SERIES WIRE SPLICE For Use Price Each 
CONNECTORS Am p h eno | Mfg. Part No. Type With Stock No. | _4-1-9+ 
Aerospace @ 1376394-1 Double Lock Plate | 2 Position Power Key Plug Housing 17R3095 0.07 
Fos @ 1376395-1 Double Lock Plate | 3 Position Power Key Plug Housing 97X1929 0.09 
Geptinaian @ 1376396-1 Double Lock Plate | 4 Position Power Key Plug Housing 97X1930 0.06 
Avaliable" 1376397-1 | Double Lock Plate | 6 Position Power Key Plug Housing | 97X1931 0.15 
PIM_5720729 
@ Push-mating/twist-pull unmating @ Metal collet retention No. of Price Each 
© Uses size 16 standard M39029/31-229 pin and @ Weight- and space-saving design 4 ire | 
M39029/32-248 socket contacts © Color coded connector halves — blue or red Mfg. Part No. Positions stockings te) 
© Environmental sealing grommet Plug, Type A, Natural, 1 Row 
Amphenol® 48 series wire splice connector is an economically priced, lightweight and space-saving connector @ 1376388-1 2 17R3091 0.33 
design that can be used for various applications. The push-mating/twist-pull unmating feature provides a simple @ 1376389-1 3 17R3092 0.44 
solution to many design requirements without sacrificing performance. The metal retention clip is utilize for a @ 1376390-1 4 47R3093 0.15 
single size 16 pin and socket contact; ordered separately below. 
Price Each @ 1376391-1 6 17R3094 = 
For Use 
Mfg. Part No. With Stock No. | _ 1-4 Plug, Type A, Natural, 2 Row 
Plug, Blue @ 1376392-1 4 97X1928 0.08 
@ 48-7190 Size 16 ZZL-4016-36LD Pin or ZZL-4116-36LD Socket Contact | 38T8606 10.32 © 13765951 uy S2oIAT Oise 
Plug, Red PIM_5720731 
@ 48-7190-1 | Size 16 ZZL-4016-36LD Pin or ZZL-4116-36LD Socket Contact | 3878607 11.84 
Receptacle, Blue Crimp Contacts 
@ 48-7191 Size 16 ZZL-4016-36LD Pin or ZZL-4116-36LD Socket Contact 38T8608 11.50 Contact Contact AWG AWG Tape Cut 
Receptacle, Red Mfg. Part No. Material Plating Min Max Stock No. 1-9+ 
@ 48-7191-1 | Size 16 ZZL-4016-36LD Pin or ZZL-4116-36LD Socket Contact 3878609 | 11.54 Socket, Crimp, 
PIM_195470 @ 1376348-1 Copper Alloy | Tin Plated Contacts | 24AWG | 20AWG | 9619776 0.08 
@ 1376347-1 Copper Alloy | Tin Plated Contacts | 20AWG | 16AWG | 33X1849 0.18 
PIM_5541130 
H H : Circular Contacts 
PCB Fabrication Quality U.S.-based manufacturers — 
fast as 48-hour turnaround! Rona [Alea 
& Assembly as Ta : Mfg. Part No. Plating Stock No. 14+ 
element 4.com/designcenter Crimp, Pin 
@ ZZL-4016-36LD Gold Plated Contacts 3873464 5.53 
Crimp, Socket 
PIM. 5624859 @ ZZL-4116-36LD Gold Plated Contacts 3873465 9.33 
PIM_5511416 
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AT SERIES SEALED CONNECTORS 
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Amphenol Sine Systems AT Series connectors were designed as a high-performance, cost-effective solution to 
be used within the Heavy Equipment, Agricultural, Automotive, Military, Alternative Energy and other demanding 
interconnect architectures. The AT Series connectors contain superior environmental seals, seal retention 
capabilities and have been developed to be completely compatible with all other existing standard products 
industry-wide. 
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CONNECTORS & ACCESSORIES 


PIN & SOCKET CONNECTORS 


AT SERIES SEALED CONNECTORS (CONT.) 


For Use Price Each 
Mfg. Part No. Type With StockNo. | 1-1-9 _ 
@ AW4P 4 Position Receptacle Wedgelock AT04-4P 14R5618 0.08 
@ AW6ES 6 Position Plug Wedgelock AT06-6S 14R5621 0.08 
@ AW6P 6 Position Receptacle Wedgelock AT04-6P 14R5620 0.13 
@ AW8S 8 Position Plug Wedgelock AT06-08SA 14R5623 0.13 
@ AW8P. 8 Position Receptacle Wedgelock AT04-08PA 14R5622 0.27 
@A114017 Blank Seal AT Series Connectors | 14R5624 0.04 
PIM_152507 
Pin & Socket Contacts 
Contact Contact Tape Cut 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-99+ 
Pin - Crimp 
@ AT60-16-0122 | 16 AWG to 18 AWG | Copper Alloy | Nickel Plated Contacts | 14R5603 0.12 
@ AT60-14-0122 | 14 AWG to 16 AWG | Copper Alloy | Nickel Plated Contacts | 14R5602 0.15 
Socket - Crimp 
@ AT62-16-0122 | 16 AWG to 18 AWG | Copper Alloy | Nickel Plated Contacts | 14R5608 0.22 
@ AT62-14-0122 | 14 AWG to 16 AWG | Copper Alloy | Nickel Plated Contacts | 14R5607 0.28 
PIM_5511287 
AT LED SERIES CONNECTORS 
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Features 
© Field Serviceable 
® Cost-effective 


© Environmentally-sealed for harsh environments 
@ Plug and Play - assembled the same as a standard 


connector 


No. of Price Each 
Mfg. Part No. Positions Stock No. [19+ 
Plug 
@ AT06-2S 2 14R5598 0.44 
@ AT06-3S 3 14R5599 0.64 
@ AT06-4S 4 14R5600 0.80 
@ AT06-6S 6 14R5601 1.19 
Plug, A Position Key 
@ AT06-08SA 8 14R5590 — 
@ ATO6-12SA 12 14R5594 2.19 
Plug, End Cap, Reduced Seal 
@ AT06-2S-MM01 2 34R6624 1.46 
@ AT06-3S-MM01 3 34R6628 0.75 
@ AT06-4S-MM01 4 34R6632 1.30 
@ AT06-6S-MMO01 6 34R6636 2.45 
@ AT06-08SA-MM01 8 34R6592 ise) 
@ AT06-12SA-MM01 12 34R6608 1.55 
Plug, End Cap, Standard Seal 
@ AT06-2S-EC01 2 34R6623 ans) 
@ AT06-3S-EC01 3 34R6627 0.50 
@ AT06-4S-EC01 4 34R6631 0.76 
@ AT06-6S-EC01 6 34R6635 2.56 
@ AT06-08SA-EC01 8 34R6591 Salvi 
@ AT06-12SA-EC01 12 34R6607 3.94 
Plug, Extended Shroud, Reduced Diameter Seal 
@ AT06-2S-RD01 2 34R6625 0.47 
@ AT06-3S-RD01 3 34R6629 0.37 
@ AT06-4S-RDO1 4 34R6633 1.44 
@ AT06-6S-RD01 6 34R6637 0.83 
Receptacle 
@ AT04-2P 2 14R5586 0.63 
@ AT04-3P 3 14R5587 0.57 
@ AT04-4P 4 14R5588 1.18 
@ AT04-6P 6 14R5589 0.97 
Receptacle, End Cap, Reduced Seal 
@ AT04-2P-MMO01 2 34R6576 0.49 
@ AT04-3P-MMO01 3 34R6580 0.95 
@ AT04-4P-MM01 4 34R6584 1.33 
@ AT04-6P-MMO01 6 34R6588 1.54 
@ AT04-08PA-MM01 8 34R6544 2.51 
@ AT04-12PA-MM01 12 34R6560 = 
Receptacle, End Cap, Standard Seal 
@ AT04-2P-EC01 2 34R6575 0.73 
@ AT04-3P-EC01 3 34R6579 0.87 
@ AT04-4P-EC01 4 34R6583 1.43 
@ AT04-6P-EC01 6 34R6587 TAS) 
@ AT04-08PA-EC01 8 34R6543 3.33 
@ AT04-12PA-EC01 12 34R6559 ees 
Receptacle, Extended Shroud, Reduced Diameter Seal 
@ AT04-2P-RD01 2 34R6577 0.35 
@ AT04-3P-RDO1 3 34R6581 0.39 
@ AT04-4P-RDO1 4 34R6585 0.84 
@ AT04-6P-RDO1 6 34R6589 0.93 
For Use Price Each 
Mfg. Part No. Type With StockNo. | 1-1-9+ _ 
@ AW12S 12 Pin Position Wedgelock AT06-12SA 14R5613 0.16 
@ AW12P. 12 Position Receptacle Wedgelock AT04-12PA 14R5612 0.14 
@ AW2S 2 Position Plug Wedgelock AT06-2S 14R5615 0.15 
@ AW2P 2 Position Receptacle Wedgelock AT04-2P 14R5614 0.16 
@ AW3S 3 Position Plug Wedgelock AT06-3S 14R5617 0.15 
@ AW3P 3 Position Receptacle Wedgelock AT04-3P 14R5616 0.15 
@AW4S 4 Position Plug Wedgelock AT06-4S 14R5619 0.13 
> CONTINUED > 


1.800.463.9275 © newark.com 


@ Quick diagnosis reduces troubleshooting time 


AT Series™ connectors with LED are a high-performance, cost-effective solution specifically designed for 
heavy duty applications, while still maintaining the strengths of the AT Series™ product line. The connector 
design incorporates an integral latching system that ensures a definitive electrical and mechanical connection. 
Connector housings are manufactured with a thermoplastic material that is not only durable, but has excellent 
UV resistance, dielectric/mechanical properties and environmentally RoHS compliant. The sealing system is 
comprised of an internal and rear silicone, multi-sealing perimeter against environmental ingress. The LEDs 
are available in both 12V (grey) and 24V (black). Contacts are derived from quality copper alloy to ensure an 
electrically-reliable connection. AT Series™ connectors are compatible with other existing standard products 
industry-wide. 


No. of Price Each 
Mfg. Part No. Positions Stock No. [19+ 
Plug, 12V LED, Clear End Cap 
@ AT06-2S-LED1201 2 08X7028 7.29 
Plug, 24V LED, Clear End Cap 
@ AT06-2S-LED2401 2 08X7030 9.12 
For Use Price Each 
Mfg. Part No. Type With Stock No.| 1-1-24+ 
@ AW2S-LED | Wedgelock | ATO6-2S-LED1201 & AT06-2S-LED2401 Connectors | 08X7031 0.45 
@AWM-2P —_| Wedgelock ATM Series 2 Position Receptacle Connectors 66W3175 0.09 
PIM_211521 
Plug & Socket 
Price Each 
Mfg. Part No. Contacts | Rows Plating Termination | StockNo.| 1-9 __ 
Plug, 12V 
@ AT06-2S-LED12K1 2 1 Nickel Plated Contacts Crimp 08X7027 18.49 
Plug, 24V 
@ AT06-2S-LED24K1 2 1 Nickel Plated Contacts Crimp 08X7029 15.87 
PIM_5511473 
Pin & Socket Contacts 
Contact Contact Price Each 
Mfg. Part No. Wire Size, AWG | Material Plating Stock No. 1-9+ 
Pin - Crimp 
@ AT60-202-16141 | 16AWG to 20AWG | Copper | Nickel Plated Contacts | 14R5605 0.33 
Socket - Crimp 
@ AT62-201-16141 | 16AWGto 18AWG | Copper | Nickel Plated Contacts | 14R5610 0.64 


PIM_5511472 
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CONNECTORS & ACCESSORIES 
PIN & SOCKET CONNECTOR 


AT Series Board|Lock™ Connection System 


Features: 

@ Wire Range: Size 12 contacts will accept wire 
ranges of 12-14AWG; Size 16 contacts will accept 
14-20AWG 

© Operating temperature range: -55°C to +125°C 
at rated current 

@ Housing/Latch: Thermoplastic/Integrated latch e 
for mating 

© Dielectric Value: Meets or exceeds 1500 volts e 
minimum 

@ Shock: No latch disengagement or discontinuity 


the connector 


at 25°C 


US K@ AMPHENOL 
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Ibs. times the number of contacts to a maximum of 
100 Ibs. applying load for 30 seconds 

@ Thermal Shock: 
to +125°C with no cracking, chipping or other 
damage detrimental to the normal operation of 


Subjected to 10 cycles at -55°C 


Insulation Resistance: 1000 megohms minimum 


Mating Cycle Durability: Following 100 cycles 
of connection engagement and disengagement, 
degradation either mechanical or electrical is not 


shall be the result when subjected to 50 g’s in each evident 

of three axis (X, Y & Z) © Contact Millivolt Drop: Size 16 contacts with 
@ Vibration: Continued continuity without degradation 16AWG conductor - 100 mV drop max at 13A 

to mechanical or physical attributes following test current 


vibration. (max acceleration 20g's at Sine sweep e 
of 10-2000Hz) 

© Connector Retention: A mated connector subjected 
to a pulling force by the exiting wire bundle at 25 


wired, placed in 
placed immedia 


Water Immersion: A mated connection, properly 


an oven at +125°C for 1 hour, then 
ely in a depth of water of 1 meter 


without loss of electronic performance 


The Amphenol Board|Lock™ series combines flangeless wire-to-board versatility with the proven reliability 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


AT Series Board|Lock™ Connection System (CONT.) 


No. of Contact Price Each 
Mfg. Part No. Contacts Gender Stock No. 1-9+ 
Receptacle, Nickel contact plating, Potting, Grey, B Key 
AT04-08PB-BM04 8 Pin 78Y0485 5.08 
AT04-12PB-BM04 12 Pin 78Y0501 8.61 
Receptacle, Nickel contact plating, Potting, Grey, C Key 
AT04-12PC-BM04 12 Pin 78Y0505 6.14 
Receptacle, Nickel contact plating, Potting, Grey, D Key 
AT04-12PD-BM04 12 Pin 78Y0509 6.14 
PIM_5566727 


ATIATP Series Panel|Mate™ Connection System 
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3P Receptacle 


& 


4P Receptacle 6P Receptacle 


2P Receptacle 


of the A Series™ environmentally sealed thermoplastic connection system. Perfect for power or data signal 8P Receptacle 42P Receptacle 2P Receptacle - ATP Series 4P Receptacle - ATP Series 
applications, Board|Lock™ features a unique design which is compact, low-profile, lightweight and delivers Features: force of 25 lbs 
proven durability in off-road and harsh environments. The snap-in board features allow for rapid placement © Wire Ran e: Size 12 contacts will accept wire © Connector Retention: A mated connector subjected 
and the enclosed latch-receiver design benefits potting and over-mold applications. When combined with the randés'a S STAAWG: Size 16 contact wil accéot to-a pulling force’ b the euliing wite bundle aE 
economical A Series™ positive polarization & available coding options, mis-mating occurrences are dramatically 14 of AWG P ib punng y 9 ‘ 
reduced. -20A\ s. times the number of contacts to a maximum of 
© Operating temperature range: -55°C to +125°C 100 Ibs. applying load for 30 seconds 
No. of Contact Price Each at rated current @ Thermal Shock: Subjected to 10 cycles at -55°C 
Mfg. Part No. Contacts Gender Stock No. 41-94 © Housing/Latch: Thermoplastic/Integrated latch to +125°C with no cracking, chipping or other 
Receptacle, Gold contact plating, No Potting, Black for mating damage detrimental to the normal operation of 
P - prating, Ed - ® Dielectric Value: Meets or exceeds 1500 volts the connector 
AT04-2P-BM01 2 Pin 78Y0510 2.19 minimum © Insulation Resistance: 1000 megohms minimum 
AT04-3P-BM01 EY Pin 78Y0514 3.06 © Drop Test: Shall not become detached or loosened at 25°C. 
; when placed at 750mm and dropped to concrete © Mating Cycle Durability: Following 100 cycles 
ATO4-4P-BM01 4 all meMO5IS 3.06 eight times of connection engagement and disengagement, 
AT04-6P-BMO01 6 Pin 78Y0521 3.14 © Shock: No latch disengagement or discontinuity degradation either mechanical or electrical is not 
Receptacle, Gold contact plating, No potting, Grey, B Key Shall be the result when subjected to 50 g's in each evident ; ; 
8 Pi 7ey0482 of three axis (X, Y & Z) © Contact Millivolt Drop: Size 16 contacts with 
AT04-08PB-BMO1 Mm 4.34 @ Vibration: Continued continuity without degradation 16AWG conductor - 100 mV drop max at 13A 
AT04-12PB-BM01 12 Pin 78Y0498 6.87 to mechanical or physical attributes following test current 
Receptacle, Gold contact plating, No potting, Grey, C Ke’ vibration. (max acceleration 20g’s at Sine sweep @ Water Immersion: A mated connection, properly 
P P 9 oP 9 a Pi y 78Y0502 of 10-2000Hz wired, placed in an oven at +125°C for 1 hour, then 
AT04-12PC-BMO1 in 5.97 © Connector Terminal Retention: When subjected to placed immediately in a depth of water of 1 meter 
Receptacle, Gold contact plating, No potting, Grey, D Key a direct pull, contacts achieve a minimum pull-out without loss of electronic performance 
AT04-12PD-BM01 12 Pin 78Y0506 6.11 The Amphenol Panel|Mate™ series combines flange mounting options with the proven reliability of the AT/ 
Receptacle, Gold contact plating, Potting, Black ATP Series™ environmentally-sealed thermoplastic connection system. Engineered with a one-piece sealed 
- - - - flange design for rapid and secure mounting, its durable high temperature silicone facial seal provides a barrier 
AT04-2P-BM02 2 Pin 78Y0511 2.27 of protection from lubricating oils, hydraulic fluids and fossil fuels to withstand the challenges and complexities 
AT04-3P-BM02 3 Pin 78Y0515 3.40 of harsh environment applications. 
AT04-4P-BM02 4 Pin 68Y7103 4.78 No. of Price Each 
AT04-6P-BM02 6 Pin 78Y0522 5.45 Mfg. Part No. Positions Stock No. 1-9+ 
Receptacle, Gold contact plating, Potting, Grey, B Key Receptacle, Panel Mount, Self-Threading, A Key 
AT04-08PB-BM02 8 Pin 78Y0483 6.01 AT04-2P-PM11 2 78Y0456 DAlte 
AT04-12PB-BM02 12 Pin 78Y0499 6.50 AT04-3P-PM11 3 78Y0460 4.11 
Receptacle, Gold contact plating, Potting, Grey, C Key AT04-4P-PM11 4 78Y0464 2.91 
AT04-12PC-BM02 12 Pin 78Y0503 9.12 AT04-6P-PM11 6 78Y0469 2.63 
Receptacle, Gold contact plating, Potting, Grey, D Key Receptacle, Panel Mount, Self-Threading, B Key 
AT04-12PD-BM02 12 Pin 78Y0507 6.80 AT04-08PB-PM11 8 78Y0428 0.76 
Receptacle, Nickel contact plating, No Potting, Black Receptacle, Panel Mount, Self-Threading, Cap, A Key 
AT04-2P-BM03 2 Pin 78Y0512 1.07 AT04-2P-PM13 2 78Y0458 2.80 
AT04-3P-BM03 3 Pin 78Y0516 1.86 AT04-3P-PM13 3 78Y0462 0.65 
AT04-4P-BM03 4 Pin 78Y0519 4.11 AT04-4P-PM13 4 78Y0466 4.98 
AT04-6P-BM03 6 Pin 78Y0523 3.68 AT04-6P-PM13 6 78Y0471 1.99 
Receptacle, Nickel contact plating, No potting, Grey, B Key Receptacle, Panel Mount, Self-Threading, Cap, B Key 
AT04-08PB-BM03 8 Pin 78Y0484 6.06 AT04-08PB-PM13 8 78Y0430 0.84 
AT04-12PB-BM03 12 Pin 78Y0500 6.55 AT04-12PB-PM13 12 78Y0446 5.89 
Receptacle, Nickel contact plating, No potting, Grey, C Key Receptacle, Panel Mount, Self-Threading, RD01 Seal, A Key 
AT04-12PC-BM03 12 Pin 78Y0504 7.81 AT04-2P-PM12 2 78Y0457 2.54 
Receptacle, Nickel contact plating, No potting, Grey, D Key AT04-3P-PM12 3 78Y0461 1.96 
AT04-12PD-BM03 12 Pin 78Y0508 7.81 AT04-4P-PM12 4 78Y0465 2.05 
Receptacle, Nickel contact plating, Potting, Black AT04-6P-PM12 6 78Y0470 4.56 
AT04-2P-BM04 2 Pin 78Y0513 3.07 Receptacle, Panel Mount, Self-Threading, RD01 Seal, B Key 
AT04-3P-BM04 3 Pin 78Y0517 0.72 AT04-08PB-PM12 8 78Y0429 4.91 
AT04-4P-BM04 4 Pin 78Y0520 4.49 AT04-12PB-PM12 12 780445 5.33 
AT04-6P-BM04 6 Pin 78Y0524 4.91 
> CONTINUED > > CONTINUED > 
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ATI/ATP Series Panel|Mate™ Connection System (CONT.) 


CONNECTORS & ACCESSORIES 


PIN & SOCKET CONNECTORS 


ATM Series™ CONNECTORS (CONT.) 


No. of Price Each For Use Price Each 
Mfg. Part No. Positions Stock No. 1-9+ Mfg. Part No. Type With Stock No. 1-1-9+ 
Receptacle, Panel Mount, Self-Threading, RD01 Seal, Cap @ AWM-8S Wedgelock ATM Series 8 Position Plug Connectors 66W3184 0.09 
AT04-2P-PM14 2 78Y0459 3.42 @ AWM-8P Wedgelock | ATM Series 8 Position Receptacle Connectors | 66W3183 0.45 
AT04-3P-PM14 3 78Y0463 3.76 PIM_211426 
AT04-4P-PM14 4 78Y0467 5.38 
AT04-6P-PM14 6 78Y0472 5.64 Pin & Socket Contacts 
Receptacle, Panel Mount, Self-Threading, RD01 Seal, Cap, B Ke 
P g 3 Pp y 7ey0431 Aron Contact Contact Tape Cut 
AT04-08PB-PM14 : Mfg. Part No. Wire Size, AWG | Material Plating Stock No. | _1-9+ 
AT04-12PB-PM14 12 78Y0447 5.78 Pin - Crimp 
Receptacle, Screw Panel Mount, Gasket, Black @ AT60-202-20141 | 20AWG to 22AWG | Copper | Nickel Plated Contacts | 66W3168 0.39 
ATP04-2P-PMO7G 2 7By04it 5.65 @AT60-20-0122 | 18AWG to 22 AWG | Copper | Nickel Plated Contacts | 66W3167 0.23 
ATP04-4P-PM07G 4 78Y0417 6.66 Socket - Crimp 
Receptacle, Screw Panel Mount, Gasket, End Cap, Black @ AT62-201-20141 | 20AWG to 22 AWG | Copper | Nickel Plated Contacts | 66W3174 0.32 
ATP04-2P-PMO7GEC 2 T8Y0412 5.33 @ Av62-20-0122 | 18AWG to 22AWG | Copper | Nickel Plated Contacts | 66W3170 | 0.43 
ATP04-4P-PM07GEC 4 78Y0418 3.29 PIM_5511471 
For Use Price Each 
Mfg. Part No. Type With Stock No.| 1-1-24+ ML-XT™ SEALED CONNECTION SYSTEM : 
AT1612-PB-G7 | Gasket [Amphenol PanelMate AT Series 12Pos| 78Y0473 | 4.02 mM olex 
Receptacles 
AT04-XP-PM1x-G7| Gasket | Amphenol PanelMate AT Series 2 to 6 Pos| 78v0421| 0.73 Rots ant 
Receptacles Available 
AT04-08PB-G7 Gasket |Amphenol PanelMate AT Series 8Pos| 78Y0427 1.86 wg 
Receptacles &> 
PIM_5566723 
ATM Series™ CONNECTORS J Features: sembled with internal HCR rear seals locked-in 
Liou potent © One-piece plug housing & seal design, permanent- by rear covers 
‘Amphenol Sine Systems, USA ly bonded by two-shot LSR (liquid silicone rubber) © Utilizes Molex proven XRC™ terminals with current 
Amphenol Tuchel Electronics, GmbH molding technology ratings up to 13.0A 
~~ @ Rear seals made from HCR (high consistency © High terminal retention force; exceeds 111N 
. a ~ —~ —~ rubber) @ Wedgelock / TPA (Terminal Position Assurance) 
= <_< & as “Set © Latched rear covers loaded after terminals 
a ae rd @ Plug & receptacle housings are supplied pre-as- @ Plug housing features integral locking latch 
~ = The rugged ML-XT™ connection system with market-leading high-performance seal technology is a cost 
\ ~, 2 “ ™ « ~~ -_ competitive solution offering superior reliability for critical vehicle-wiring applications in harsh environments. This 
e- system features low-circuit-count connectors for rugged harness applications in vehicles that require a highly- 
. reliable, securely sealed connection to minimize electrical failures and prevent costly machinery downtime. This 
Features: ranges of 16 thru 22AWG system withstands high temperatures and harsh environments, including exposure to chemicals, at the lowest 


© Current capacity: Size 20, 7.5A (max) @ Temperature: Operating temperature range: -55°C. 
@ Wire range: Size 20 contacts will accept wire to +125°C at rated current 

ATM Series™ connectors are a high-performance, cost-effective solution specifically designed for smaller 
AWG applications, while still maintaining the strengths of the AT Series™ product line. The connector design 


cost. The ML-XT™ system meets these needs with high-performing seal technology proven to prevent ingress 
of fluids under extreme conditions. Advanced two-shot LSR molded one-piece plug, and rear HCR seals with 
cover guards guarantee optimum seal positioning at all times, including during mating and unmating of the 


header and receptacle. 


incorporates an integral latching system that ensures a definitive electrical and mechanical connection. Price Each 
Connector housings are manufactured with a thermoplastic material that is not only durable, but has excellent No. of eee 
UV resistance, dielectric/mechanical properties and environmentally RoHS compliant. The sealing system is Mfg. Part No. Positions Stock No. 1-9+ 
comprised of an internal and rear silicone, multi-sealing perimeter against environmental ingress. Contacts are Plug, Small Rear Seal and Cover, Key A, Black 
derived from quality copper alloy to ensure an electrically-reliable connection. ATM Series™ connectors are 
: : de : : @ 93445-7111 18 43Y2967 cs 
compatible with other existing standard products industry-wide. 
. Receptacle, Small Rear Seal and Cover, Key A, Black 
waned [Price Each 79 93444-7111 18 4372962 
Mfg. Part No. Positions Stock No. 1-24+ — 
Plug For Use Price Each 
@ ATM06-2S 2 66W3162 0.40 Mfg. Part No. | Description Type With Stock No.|  1-1-9+ 
@ ATM06-3S 3 66W3163 0.59 @ 93448-1003 | Green, No Key | Wedgelock TPA] ML-XT 2Pos Plug Housing 43Y2971 — 
@ ATM06-4S 4 66W3164 0.59 @ 93447-1003 | Green, No Key | Wedgelock TPA] ML-XT  2Pos Receptacle | 43Y2968 0.09 
@ ATM06-6S 6 66W3165 1.45 Housing 
Plug, A Position Key PIM. 5465227 
@ ATM06-08SA 8 66W3160 1.76 
@ ATM06-12SA 12 66W3161 : 
Racepiacle =e 0.165” (4.20) MINI-FIT JR.™ PIN AND SOCKET DUAL mo ex 
ROW VERTICAL HEADERS 
@ ATM04-2P 2 66W3156 1.41 fans 
@ ATM04-3P 3 66W3157 1.04 / Au Geeiinpia 
\ vailable 
@ ATM04-4P 4 66W3158 1.15 i ee 
@ ATM04-6P 6 66W3159 1.69 A G 
Receptacle, A Position Key 
@ ATM04-08PA 8 66W3154 2.08 | 
@ ATM04-12PA 12 66W3155 3.10 Without Pegs With Pegs 
For Use Price Each @ Voltage Rating: 600V @ Dielectric Withstanding Voltage: 1500VAC. 
Mfg. Part No. Type With Stock No.|  1-1-9+ © Current: 9A max. @ Insulation Resistance: 1000 MOQ min. 
: 5 © Contact Resistance: 10 mQ min. © Operating Temperature: -40°C to +105°C 
@ AT13-204-2005 | Sealing Plug ATM Series Connectors 66W3166 0.18 Sic ess j : ee ee F if hla “lial” 
: = Mini-Fit Jr.™ series can handle high current applications despite its small size. Positive lock. Audible “clicks’ 
@ AWM-12S Wedgelock ATM Series 12 Position Plug Connectors 66W3174 0.68 confirm correct contact insertion and correct mating of housing. Contact: brass or phosphor bronze. Mates with 
@ AWM-12P Wedgelock | ATM Series 12 Position Receptacle Connectors | 66W3173 0.67 5557 series dual receptacles; order separately. 
@ AWM-2S Wedgelock ATM Series 2 Position Plug Connectors 66W3176 0.15 No. of Price Each 
@ AWM-2P Wedgelock | ATM Series 2 Position Receptacle Connectors | 66W3175 0.09 Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
@ AWM-3S Wedgelock ATM Series 3 Position Plug Connectors 66W3178 0.16 Header, Through Hole, Gold Plated Contacts, 94V-2 
@ AWM-3P Wedgelock | ATM Series 3 Position Receptacle Connectors | 66W3177 0.34 @ 39-29-0023 2 4.2mm 2 74C5781 ere 
@ AWM-4S Wedgelock ATM Series 4 Position Plug Connectors 66W3180 0.55 @ 39-29-0043 4 4.2mm 2 7401142 1.31 
@ AWM-4P Wedgelock | ATM Series 4 Position Receptacle Connectors | 66W3179 0.09 @ 39-29-0063 6 4.2mm 2 85C1923 0.83 
@ AWM-6S Wedgelock ATM Series 6 Position Plug Connectors 66W3182 0.27 @ 39-29-0123 12 4.2mm 2 49H7710 6.40 
@ AWM-6P Wedgelock | ATM Series 6 Position Receptacle Connectors | 66W3181 0.13 
> CONTINUED > > CONTINUED > 
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PIN & SOCKET CONNECTORS 


0.165” (4.20) MINI-FIT JR.™ PIN AND SOCKET DUAL ROW VERTICAL 0.165” (4.20) MINI-FIT JR.™ PIN AND SOCKET DUAL ROW HOUSINGS 
HEADERS (CONT.) (CONT.) 
No. of Price Each No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ Mfg. Part No. Positions Stock No. 1-9+ 
Header, Through Hole, Tin Plated Contacts, 94V-0 Plug, Mounting Ears, UL 94V-2 
@ 39-28-8020 2 4.2mm 2 9105411 0.47 @ 3901-2081 8 77C6139 0.30 
@ 39-28-8040 4 4.2mm 2 9201855 1.34 @ 39-01-2121 12 3809722 0.75 
@ 39-28-8060 6 4.2mm 2 8108056 = @ 39-01-2141 14 3809725 0.78 
@ 39-28-8080 8 4.2mm 2 9105413 1.47 @ 39-01-2161 16 56H7733 0.68 
Header, Through Hole, Tin Plated Contacts, 94V-2 @ 39-01-2181 18 56H7735 0.99 
@ 39-28-1023 2 4.2mm 2 3809737 0.69 Plug, No Mounting Ears, UL 94V-0 
@ 39-28-1043 4 4.2mm 2 3809738 0.52 @ 39-01-3029 2 9400782 0.32 
@ 39-28-1063 6 4.2mm 2 3809739 1.23 @ 39-01-4037 3 73C7974 0.40 
@ 39-28-1083 8 4.2mm 2 3809740 ileey2 @ 39-01-3049 4 5733197 0.73 
@ 39-28-1103 10 4.2mm 2 56H8089 0.94 @ 39-01-3089 8 9500426 0.57 
@ 39-28-1123 12 4.2mm 2 56H8091 2.02 Plug, No Mounting Ears, UL 94V-2 
@ 39-28-1143 14 4.2mm 2 3809743 1.52 @ 39-01-3023 2: 56H7743 0.46 
@ 39-28-1163 16 4.2mm 2 3809744 2.75 @ 39-01-3043 4 56H7749 0.22 
@ 39-28-1183 18 4.2mm 2 56H8094 2.88 @ 39-01-3063 6 18M9791 0.26 
@ 39-28-1203 20 4.2mm 2 56H8095 — @ 39-01-3083 8 3809732 0.16 
@ 39-28-1223 22 4.2mm 2 56H8096 _ @ 39-01-3103 10 3809733 = 
@ 39-28-1243 24 4.2mm 2 50B8414 - @ 39-01-3123 12 3809734 0.70 
Header, Through Hole, Tin Plated Contacts, 94V-2 with Pegs & Drain Holes @ 39-01-3143 14 38C9735 0.78 
@ 39-29-9062 6 4.2mm 2 18M8083 es Receptacle, No Pull Tabs, UL 94V-0 
@ 39-29-9202 20 4.2mm 2 56H8306 1.36 @ 39-01-3028 2 56H7747 0.33 
Plug, Solder, Tin Plated Contacts, 94V-0 with Pegs @ 39-01-3048 4 9000209 0.63 
@ 39-29-9047 4 4.2mm 2 25M3236 — Receptacle, No Pull Tabs, UL 94V-2 
Plug, Through Hole, Gold Plated Contacts, 94V-2 @ 39-01-3022 2 65K1534 0.21 
@ 39-29-0083 8 4.2mm 2 56H8165 1.11 @ 39-01-3042 4 26H5422 0.25 
@ 39-29-0103 10 4.2mm 2 56H8166 - Receptacle, Pull Tabs, UL 94V-0 
@ 39-29-0203 20 4.2mm 2 28C7250 9.44 @ 39-01-2025 2 56H7717 0.28 
Plug, Through Hole, Tin Plated Contacts, 94V-2 with Drain Holes @ 39-01-2045 4 56H7721 0.33 
@ 39-29-3026 2 4.2mm 2 56H8200 ae @ 39-01-4051 5 24C0662 0.46 
@ 39-29-3046 4 4.2mm 2 56H8201 — @ 39-01-2065 6 3809715 0.77 
Receptacle, Through Hole, 11.90 mm Locking Ramp, 94V-2 with One Peg & Drain Holes @ 39-01-2085 8 8901441 0.44 
@ 44206-0007 24 4.2mm 2 58J9059 0.46 @ 39-01-2105 10 56H7725 0.54 
Receptacle, Through Hole, Gold Plated Contacts, 94V-0 @ 39-01-2125 12 18M8062 0.94 
@ 39-29-6108 10 4.2mm 2 07H6587 ites) @ 39-01-2145 14 18M8063 0.60 
Receptacle, Through Hole, Gold Plated Contacts, 94V-0 with Drain Holes @ 3901-2165 16 14N5060 1.30 
@ 39-31-0028 2 4.2mm 2 25H8654 1.43 @ 39-01-2185 18 18M8065 1.25 
Receptacle, Through Hole, Gold Plated Contacts, 94V-0 with Pegs & Drain Holes @ 39-01-2205 20 9707215 1.10 
@ 39-28-9248 24 4.2mm 2 56H8163 — @ 39-01-2225 22 2909097 es 
Receptacle, Through Hole, Gold Plated Contacts, 94V-2 @ 39-01-2245 24 56H7742 1.28 
@ 39-29-0183 18 4.2mm 2 56H8168 5.90 Receptacle, Pull Tabs, UL 94V-2 
Receptacle, Through Hole, Tin Plated Contacts, 94V-0 with Pegs @ 39-01-2020 2 3809709 0.36 
@ 39-29-9027 2 4.2mm 2 56H8263 0.28 @ 39-01-2040 4 56H7719 0.42 
Receptacle, Through Hole, Tin Plated Contacts, 94V-2 with Drain Holes @ 39-01-4050 5 37B1980 0.49 
@ 39-29-3206 20 4.2mm 2 56H8211 - @ 39-01-2060 6 34C7218 0.51 
PIM_8514 @ 39-01-2080 8 3809716 0.26 
@ 39-01-2100 10 7706135 0.31 
0.165” (4.20) MINI-FIT JR.™ PIN AND SOCKET DUAL ° © 39-01-2120 12 pont 0.35 
ROW HOUSINGS mM olex @ 39-01-2140 14 7706121 0.46 
© Voltage: 600V RoHS @ 39-01-2160 16 56H7732 0.48 
© Current: HCS 12.0A max. Standard 9.0A max. Gop tinaiat “e202 «= | «8 | 7reeiz0 | oe 
© Contact resistance: 10 MO max. i 
© Dielectric withstanding Voltage: 1500V ; A @ © 39-01-2200 20 pOHisT 0.67 
© Insulation resistance: 1000 MO min. @ 39-01-2240 24 56H7741 0.79 
© Operating temperature: -40°C to +105°C. PIM 8440 
Designed for high-current/high-density power and Xx 
signal applications in wire-to-wire pe heap (le MGIC RMEANEONETE 
Sell se ee Aeleeradi ny mnie call. Receptacles oie a P ¢ ( 6 ¢ ) mM re) | ex’ 
accept 5556 and 44476 series Mini-Fit™ female 
terminals; plugs accept 5558 and 44478 series Mini-Fit™ TERMINALS 
male terminals; both ordered separately; go online or call. RoHS 
Mfg. part nos. 39-01-2020 and 39-01-2040 not for use Gee eimoiat 
with strain relief. Available 
No. of Price Each 
Mfg. Part No. Positions Stock No. 1-9+ 
Plug, Mounting Ears, UL 94V-0 
@ 39-01-2026 2 56H7718 0.62 
@ 39-01-2046 4 08H1131 eS 
@ 39-01-2086 8 56H7724 0.51 
@ 39-01-2106 40 7203664 0.83 Terminals used with 5557 Mini-Fit Jr. Receptacles, 30067 Mini-Fit TPA Receptacles, 42474 Mini-Fit MBI Panel 
© 30-01-2166 16 95H7579 1411 Mount Receptacles & 44516 Mini-Fit BMI Panel Mount Slide-N-Lock Receptacles; go online or call. 
Plug, Mounting Ears, UL 94V-2 
@ 39-01-2021 2 56H7716 0.45 
@ 39-01-2041 4 56H7720 0.25 
@ 39-01-2061 6 25H7900 0.58 
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MINI-FIT PLUS HMC (HIGH MATING CYCLE) SERIES CRIMP TERMINALS 


CONNECTORS & ACCESSORIES 


PIN & SOCKET CONNECTORS 


0.165” (4.20) MINI-FIT JR.™ CRIMP TERMINALS KIT (CONT.) 


(CONT.) Contact Contact Price Each 
Contact Contact Tape Cut Mfg. PartNo. | Wire Size, AWG Material Plating Stock No. 1-9+ 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ Pin - Crimp, TC 
Socket - Crimp @ 39-00-0221 | 22 AWG to 28 AWG | Phosphor Bronze | Gold Plated Contacts | 95C0427 0.55 
@ 46018-2541 | 22 AWG to 24AWG | Copper Alloy | Gold Plated Contacts | 7318128 0.61 @ 39-00-0048 | 22 AWG to 28 AWG Brass in Plated Contacts | 56H7604 0.08 
@ 46018-1541 | 18AWG to 20AWG | Copper Alloy | Gold Plated Contacts | 7318127 0.61 @ 39-00-0061 | 18 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 25H7912 0.08 
@ 46018-3541 | 16 AWG to 16AWG | Copper Alloy | Gold Plated Contacts | 7378129 0.64 @ 39-00-0219 | 18 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 88C1000 0.80 
For Use Price Each @ 39-00-0040 | 18 AWG to 24 AWG Brass in Plated Contacts | 88C9490 0.06 
Mfg. Part No. | Description With StockNo.| 1+ @ 39-00-0430 | 18 AWG to 24 AWG Brass Gold Plated Contacts | 08P0239 = 
@ 63819-0900 | Hand Crimp Tool | Molex Mini-Fit Jr 5556, 5558, 30490, 44476,| 97M9440 | 297.70 @ 39-00-0083 | 16 AWG to 16 AWG | Phosphor Bronze | Tin Plated Contacts | 56H7619 0.05 
44485, 45750, 46012, 46018 & 46098 24- @ 44478-3111 | 16 AWG to 16AWG | Copper Alloy | Tin Plated Contacts | 57H1459 | 0.14 
eS emis @ 30-00-0081 | 16 AWG to 16 AWG Brass in Plated Contacts | 56H7618 | 0.04 
RIME} 9014s Socket - Crimp, EA 
@ 39-00-0066 | 22 AWG to 28 AWG | Phosphor Bronze in Plated Contacts | 26H6016 0.30 
0.165” (4.20) MINI-FIT™ SINGLE ROW PIN AND | © © 39-00-0184 | 22 AWG to 28 AWG | Phosphor Bronze | Gold Plated Contacts | 58R0322 | 0.28 
SOCKET HOUSINGS moimex @ 39-00-0047 | 22 AWG to 28 AWG Brass in Plated Contacts | 56H7603 | 0.23 
~~ 4 _ @ 39-00-0214 | 18 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 56H7662 0.16 
y é @ 39-00-0060 | 18AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 13H6353 0.16 
@ 44485-1212 | 18 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 25H8398 1.05 
@ 39-00-0182 | 18 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 56H7650 0.98 
? @ 44476-1112 | 18 AWG to 20 AWG Copper Alloy in Plated Contacts | 57H1450 0.25 
@ 39-00-0039 | 18 AWG to 24AWG Brass in Plated Contacts | 04H0439 0.08 
Receplacl Housing Plug Housing @ 30-00-0207 | 18 AWG to 24 AWG Brass in Plated Contacts | 3404769 | 0.14 
e a Isolated Terminals to Protect Contacts from . dena Sieapalis on Ose @ 39-00-0429 | 18 AWG to 24AWG Brass Gold Plated Contacts | 05N1203 0.76 
° Uses Standard Mini-Fit™ Series Terminals with Mint Fit, a Receptacle ° ae © 39-00-0186_| 16 AWG to 16 AWG | Phosphor Bronze | Gold Plated Contacts | 92€9008 0.58 
© Low Profile to Accommodate Height Constraints (5559 Series) Al G @ 39-00-0078 | 16 AWG to 16 AWG Brass in Plated Contacts | 01E9725 0.10 
(5557 Series) a ; @ 39-00-0090 | 16 AWG to 16 AWG Brass Gold Plated Contacts | 07H1991 0.74 
@ Wire-to-Plug for Panel Mount or Free-Hanging @ 39-00-0080 16 AWG Phosphor Bronze in Plated Contacts | 32H4721 0.19 
Designed : for high-current/high-density power and signal applications in wire-to-wire and wire-to-board Socket - Crimp, TC 
configurations. Voltage rating: 600V. Contact resistance: 10 milliohms. Operating temperature: 40°C to +105°C. 2 
5557 series receptacle housings mate with 5559 series single-row connectors, ordered separately below, and @ 39-00-0065 | 22 AWG to 28 AWG | Phosphor Bronze | Tin Plated Contacts | 25M3190 = 
ea Estee series rate connectors es oy, go online : ae ee kee sti at @ 39-00-0046 | 22 AWG to 28 AWG Brass in Plated Contacts | 56H7602 0.08 
Pore Cok erties TOY oe een Series. emmunels, Doth orwered seperately: © 39-00-0213 | 18 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 84c9647 | 0.07 
No. of Pricelenchi @ 39-00-0059 | 18 AWG to 24 AWG | Phosphor Bronze in Plated Contacts | 02H5650 0.06 
Mfg. Part No. Positions Stock No. [4-94 @ 44485-1211 | 18AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 7303488 0.79 
Plug, Mounting Ears, UL 94V-2 @ 44476-1111 | 18AWG to 20AWG | Copper Alloy in Plated Contacts | 57H1449 = 
@ 39-01-4032 3 0303747 0.22 @ 39-00-0038 | 18 AWG to 24 AWG Brass in Plated Contacts | 90B6898 0.06 
Plug, No Mounting Ears, UL 94V-0 @ 39-00-0428 | 18 AWG to 24 AWG Brass Gold Plated Contacts | 63M5037 0.30 
@ 39-01-4057 5 8408970 0.22 @ 39-00-0079 | 16 AWG to 16 AWG | Phosphor Bronze | Tin Plated Contacts | 02H5653 0.08 
Plug, No Mounting Ears, UL 94V-2 @ 45750-3211 | 16 AWG to 16 AWG Copper Alloy Gold Plated Contacts | 08P0243 0.24 
@ 39-01-4056 5 91B8739 0.46 @ 39-00-0077 | 16 AWG to 16 AWG Brass in Plated Contacts | 56H7617 0.04 
Receptacle, Pull Tabs, UL 94V-0 @ 39-00-0089 | 16 AWG to 16 AWG Brass Gold Plated Contacts | 94C5577 0.27 
@ 39-01-4031 3 56H7764 0.36 @ 39-00-0185 16 AWG Phosphor Bronze | Gold Plated Contacts | 01H9230 0.94 
@ 39-01-4041 56H7768 0.85 For Use Price Each 
Receptacle, Pull Tabs, UL 94V-2 Mfg. Part No. Description With StockNo.| 1+ 
@ 39-01-4030 3 01H9079 0.17 @ 63819-1000 Crimp Tool Molex Mini-Fit Jr 5556, 5558, 44485, 45750} 12N0977 | 348.50 
@ 39-01-4040 9400792 0.24 & 46018 28-22AWG Terminals 
PIM_75433 11-03-0044 Extraction Tool Mini-Fit Jr Series Pin & Socket Crimp] 94F9674 25.98 
Terminals 
@ 76650-0017 | Power Connector Kit} 282-Pcs: 100 Male Crimp Terminals, 100 | 28M9320 38.65 
” 7 ™ i inals, ; 
ree MINI-FIT JR.™ CRIMP TERMINALS KIT molex ee Reais fo 241A 


© Current: HCS 12.0A max. Standard 
9.0A max. 

© Contact Resistance: 10mOHMs 
max. 

@ Dielectric Withstanding Voltage: 
1500V 

© Insulation Resistance: 1000 
MOHMs min. 

© Operating Temperature: -40 to 
+105°C 

44476-5556 series crimp terminals can 

be used with 5557 series housings and 44478-5558 series crimp terminals can be used with 5559 series 

housings; both ordered separately. 

MINI-FIT, JR.™ WIRE-TO-WIRE KIT WM-39WW 

Contains crimp housing receptacles and plugs in 2 to 16 circuits. Both types are provided in each of the following 

quantities: five 2-, 4-, 6-, 8-, 10-cir., four 12-cir., three 14-, 16-cir. 100 female and 100 male 18-24 AWG crimp 

terminals are included. Rated: 600V. 


RoHS _ 
Compliant 
Available 


PIM_10426 


0.118” (3.00) MICRO-FIT 3.0™ VERTICAL HEADERS 


molex 


RoHS 

Compliant 

Available 
¢ 


Kinked PC Tails Vertical SMT with Solder Tab —_—Vertical SMT with Solderable 
Retention Clip 


© Dielectric withstanding voltage: 1500VAC © Current: 5A 


Price Each ® Insulating resistance: 1000mQ Min. ® Voltage: 250V 
ae Contact Contact -——— @ High-temperature LCP housing, rated UL94V-0 © Temperature rating: -40°C to +105°C 
Mfg. Part No. | Wire Size, AWG Material Plating Stock No. 1-9+ i : A , 
= : Surface mount or surface mount compatible, 3.0mm center shrouded locking headers are available in vertical 
Pin - Crimp, EA and right-angle configurations. Kinked solder tails enhance PC board retention. Contact: brass. Plating: tin or 
@ 39-00-0049 | 22 AWG to 28 AWG Brass Tin Plated Contacts | 56H7605 0.24 gold. Contact resistance: 10mQ max. Mate with 43645 series or 43025 series receptacles. 
@ 39-00-0062 | 18 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 56H7609 — No. of Price Each 
@ 39-00-0220 | 18 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 81C8276 0.87 Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
@ 44478-1112 | 18AWG to 20AWG | Copper Alloy Tin Plated Contacts | 57H1456 aee Header, Surface Mount, with Solderable Fitting Nail 
@ 39-00-0041 | 18 AWG to 24 AWG Brass Tin Plated Contacts | 56H7600 0.22 @ 43650-0224 2 3mm 1 57H0314 3.14 
@ 39-00-0121 | 18 AWG to 24 AWG Brass Tin Plated Contacts | 9208355 0.05 @ 43650-0524 5 3mm 1 57H0392 0.51 
@ 39-00-0082 | 16 AWG to 16 AWG Brass Tin Plated Contacts | 49H7874 0.14 @ 43650-0624 6 3mm 1 57H0418 2.25 
@ 44478-3112 16 AWG Copper Alloy Tin Plated Contacts | 57H1460 ss @ 43045-0418 4 3mm 2 56H9472 2.66 
> CONTINUED > > CONTINUED > 
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PIN & SOCKET CONNECTORS 


0.118” (3.00) MICRO-FIT 3.0™ VERTICAL HEADERS (CONT.) 0.118” (3.00) MICRO-FIT 3.0™ VERTICAL HEADERS (CONT.) 
No. of Price Each No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header, Surface Mount, with Solderable Fitting Nail Header, Through Hole, Offset Terminal Retention with Solderable Retention Clip, 151m Gold 
@ 43045-1618 16 3mm a 56H9627 4.70 @ 43650-0419 4 3mm 1 57H0361 = 
@ 43045-2018 20 3mm 2 56H9680 == @ 43045-1225 12 3mm 2 56H9585 — 
Header, Surface Mount, with Solderable Fitting Nail, 151m Gold Header, Through Hole, Offset Terminal Retention with Solderable Retention Clip, 30m Gold 
@ 43650-0325 3 3mm 1 57H0342 2.73 @ 43045-0426 4 3mm 2 56H9479 — 
@ 43650-0425 4 3mm 1 57H0367 E25) @ 43045-1226 12 3mm 2 26H7692 220 
@ 43650-0525 5 3mm 1 57H0393 2.03 Header, Through Hole, with PCB Polarizing Peg 
@ 43650-0625 6 3mm 1 57H0419 2.71 @ 43650-0427 4 3mm 1 57H0369 1.47 
@ 43045-0419 4 3mm 2 25M3694 3.62 @ 43650-0527 5 3mm 1 03H3268 a 
@ 43045-0619 6 3mm Zz 56H9501 3.68 @ 43045-1427 14 3mm 2 56H9612 = 
@ 43045-0819 8 3mm 2 56H9527 1.58 @ 43045-1627 16 3mm 2 56H9635 = 
@ 43045-1019 10 3mm 2 56H9552 — @ 43045-1827 18 3mm 2 56H9662 
@ 43045-1419 14 3mm 2 56H9604 — @ 43045-2427 24 3mm 2 56H9739 
@ 43045-1619 16 3mm 2 02H0529 — Header, Through Hole, with PCB Polarizing Peg, 15ym Gold 
@ 43045-2019 20 3mm 2 56H9681 -— @ 43045-0428 4 3mm 2 56H9481 1.17 
Header, Surface Mount, with Solderable Retention Clip Header, Through Hole, with PCB Polarizing Peg, 30,um Gold 
@ 43045-0215 2 3mm 2 56H9441 eas @ 43045-0829 8 3mm 2 56H9535 fa, 
@ 43045-0415 4 3mm 2 56H9469 Header, Through Hole, with PCB Press-fit Metal Retention Clip, Gold Plated Contacts 
@ 43045-0615 6 3mm 2 56H9497 == @ 43650-0320 3 3mm 1 57H0337 een 
@ 43045-0815 8 3mm 2 56H9523 J PIM_16740 
@ 43045-1015 10 3mm 2 56H9548 eas 
es be amt Z se 228 _ 0.118” (3.00) MICRO-FIT 3.0™ PLUG HOUSINGS : 
Header, Surface Mount, with Solderable Retention Clip, 15m Gold mM olex 
@ 43650-0422 4 3mm 1 57H0364 Ze RoHS 
@ 43045-1216 12 3mm 2 56H9576 2.45 Gee tino 
@ 43045-1416 14 3mm 2 56H9601 2.68 
Header, Surface Mount, with Solderable Retention Clip, 30jum Gold 
@ 43650-0423 4 3mm 1 57H0365 2.02 
@ 43045-1217 12 3mm 2 56H9577 3.42 
Header, Surface Mount, with Solder Tab, Gold Plated Contacts Dual Row, Free Hanging Dual Row, Panel Mount 
@ 43045-2419 24 3mm 2 56H9731 = 
Header, Through Hole, Offset Terminal Retention with PCB Polarizing Peg rat eerie me edi sae an dual row connectors. For single row use a test plug with twice the 
© 43650-0215 2 3mm 1 57H0305 sso number of circuits as the connector being tested. 
@ 43650-0315 3 3mm 1 57H0332 ALSZ) No. of Price Each 
© 43650-0415 4 3mm 1 9501789 0.44 Mfg. Part No. Contacts Pitch Rows Stock No. 1-24+ 
@ 43650-0515 5 3mm 1 57H0384 0.87 Plug, Solder 
© 43045-0212 2 3mm 2 56H9438 1.01 © 44242-0002 6 3mm 2 57H1098 133.96 
@ 43045-0412 4 3mm 2 9704999 0.84 @ 44242-0003 8 3mm 2 57H1099 124.36 
© 43045-0612 6 3mm 2 o7C5002 0.82 © 44242-0004 10 3mm 2 57H1100 a 
© 43045-0812 8 3mm 2 8901127 1.99 @ 44242-0006 14 3mm 2 57H1102 206.37 
@ 43045-1012 10 3mm 2 3809835 2.39 PIM 69946 
@ 43045-1212 12 3mm 2 56H9572 as 
adeieiile a out 2 sslees ae 43020 Series Dual-Row & 43640 Series Single-Row Plugs Free Hanging Or With Panel 
@ 43045-2212 22 3mm 2 97C5009 SUE Mount Ears 
@ 43045-2412 24 3mm 2 06R1674 = 43620 series fully isolated contacts. Fully polarized to mating receptacle. UL File No. E29179. CSA File No.: 
Header, Through Hole, Offset Terminal Retention with PCB Polarizing Peg, 15m Gold LR19980. TUV Liscense No. R95107. Mate with 43025 series receptacles. Panel Mount and Free Hanging 
Styles. For use with 43031 series terminals. 
© 43650-0316 3 3mm 1 57H0333 0.46 43640 series with pane! mount ears feature integral pull tabs for ease in unmating. Housing: Polyester, UL 94V- 
@ 43650-0416 4 3mm 1 53H6709 1.30 0. Mate with 43645 series receptacles. For use with 43031 series terminals. 
@ 43045-0213 2 3mm 2 25M3692 0.68 No. of Price Each 
@ 43045-0613 6 3mm 2 09H1482 0.74 Mfg. Part No. Positions Rows Stock No. 1-9+ 
@ 43045-0813 8 3mm 2 65H7801 2.72 Plug, Dual Row, UL 94V-0 
@ 43045-1413 14 3mm 2 56H9598 4.62 @ 43020-0201 2 2 56H9380 0.46 
@ 43045-1813 18 3mm 2 56H9648 = @ 43020-0601 6 2 56H9383 0.32 
Header, Through Hole, Offset Terminal Retention with PCB Polarizing Peg, 30,1m Gold @ 43020-0801 8 2 56H9385 0.88 
@ 43650-0417 4 3mm 1 57H0359 — @ 43020-1001 10 2 95C0735 0.20 
@ 43045-0214 2 3mm 2 18M8097 1.47 @ 43020-1401 14 2 56H9389 = 
@ 43045-0414 4 3mm 2 56H9468 be2) @ 43020-1601 16 2 56H9391 = 
@ 43045-0614 6 3mm 2 56H9496 1.83 @ 43020-2401 24 2 56H9398 fy 
@ 43045-0814 8 3mm 2 56H9522 = Plug, Dual Row, UL 94V-0, Panel Mount 
@ 43045-1014 10 3mm 2 56H9547 see @ 43020-0200 2 2 01H6853 0.58 
@ 43045-1214 12 3mm 2 56H9574 _ © 43020-0400 4 2 01H6823 0.26 
@ 43045-1814 18 3mm 2 56H9649 - @ 43020-0600 6 2 56H9382 0.32 
@ 43045-2414 24 3mm 2 56H9726 — @ 43020-0800 8 2 56H9384 0.41 
Header, Through Hole, Offset Terminal Retention with Solderable Retention Clip @ 43020-1000 10 2 18M8093 0.50 
@ 43650-0218 2 3mm 1 57H0308 0.71 @ 43020-1200 12 2 3809812 0.86 
@ 43650-0318 3 3mm 1 57H0335 _ @ 43020-1400 14 2 25M3671 me 
@ 43650-0618 6 3mm 1 57H0412 1.03 @ 43020-1600 16 2 25M3673 1.41 
@ 43045-0624 6 3mm 2 56H9506 2.05 @ 43020-1800 18 2 25M3675 0.95 
@ 43045-1024 10 3mm 2 56H9557 -— @ 43020-2000 20 2 25M3678 = 
@ 43045-1224 12 3mm 2 56H9584 - @ 43020-2400 24 2 25M3683 1.94 
@ 43045-1624 16 3mm 2 56H9632 2.21 
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CONNECTORS & ACCESSORIES 
PIN & SOCKET CONNECTORS 


43020 Series Dual-Row & 43640 Series Single-Row Plugs Free Hanging Or 0.118” (3.00) MICRO-FIT 3.0™ RIGHT ANGLE HEADERS (CONT.) 


With Panel Mount Ears (CONT.) No. of Price Each 
No. of Price Each Mfg. Part No. Contacts Pitch | Rows Stock No. 1-9+ 
Mfg. Part No. Positions Rows Stock No. 1-9+ Header, Surface Mount, 15y” Gold Plated Contacts with Press-Fit Retention Clips 
Plug, Single Row, UL 94V-0 © 43045-0207 2 3mm 2 56H9433 1.65 
@ 43640-0201 2 1 9502057 0.44 @ 43045-0607 6 3mm 2 56H9490 — 
@ 43640-0301 3 1 57H0262 0.25 @ 43045-1007 10 3mm 2 56H9541 2.98 
@ 43640-0401 4 1 57H0264 0.46 Header, Surface Mount, 15” Gold Plated Contacts with Retention Clips 
@ 43640-0501 5 1 57H0266 0.16 @ 43650-0210 2 3mm 1 57H0300 2.45 
@ 43640-0601 6 1 18M8104 0.50 @ 43650-0610 6 3mm 1 57H0404 1.79 
Plug, Single Row, UL 94V-0, Panel Mount Header, Surface Mount, 15” Gold Plated Contacts with Solderable Fitting Nail 
@ 43640-0200 2 1 57H0260 = @ 43650-0813 8 [3mm [1 57H0457 = 
@ 43640-0300 3 1 57H0261 0.23 Header, Surface Mount, 15y” Gold Plated Contacts with Solder Tab 
© 43640-0400 4 1 57H0263 = © 43045-0410 4 3mm 2 56H9465 am 
@ 43640-0500 5 1 57H0265 0.32 @ 43045-0610 6 3mm 2 56H9493 = 
PIM_5511682 Header, Surface Mount, 30y” Gold Plated Contacts with Press-Fit Retention Clips 
© 43045-0408 4 [3mm [| 2 56H9463 1.90 
0.118” (3.00) MICRO-FIT 3.0™ RECEPTACLE HOUSINGS ‘ Header, Surface Mount, 30y” Gold Plated Contacts with Solderable Fitting Nail 
mo | OX eo 4ss50-0414 4 [3mm [1 9104277 = 
RoHS _ Header, Surface Mount, 30” Gold Plated Contacts with Solder Tab 
Gop sinpiat @ 43045-1011 10 [3mm [2 56H9545 a 
Header, Surface Mount, Tin Plated Contacts with Press-Fit Retention Clips 
@ 43045-0406 4 3mm 2 56H9461 1.91 
@ 43045-0806 8 3mm 2 9104996 4.37 
43645-0300 @ 43045-1006 10 3mm 2 56H9540 25) 
43025-0600 @ 43045-1406 14 3mm 2 56H9592 2.61 
Designed on a 3.0mm grid for rugged wire-to-wire applications. The positive latch secures the housing to Header, Surface Mount, Tin Plated Contacts with Retention Clips 
en ee ee a Soule a 
43640 series plugs and 43650 series headers. Both series for use with 43030 series terminals. @ 43650-0609 6 3mm 1 57H0403 = 
TN ofSTOUtt~<Cs~sti‘isé‘drSSSSSSSSSSC Price Each Header, Surface Mount, Tin Plated Contacts with Solderable Fitting Nail 
Mfg. Part No. Positions Rows Stock No. 1-9+ @ 43650-0512 5 3mm 1 50H8217 1.45 
Receptacle, Dual Row @ 43650-0712 7 3mm 1 57H0433 eS 
@ 43025-0200 2 ée 56H9399 0.20 Header, Surface Mount, Tin Plated Contacts with Solder Tab 
@ 43025-0400 4 9 3809814 0.23 @ 43045-1609 16 3mm 2 56H9620 as 
@ 43025-0600 6 2 01E8841 0.67 @ 43045-1809 18 3mm 2 56H9645 3.80 
@ 43025-0800 8 2 56H9400 0.75 Header, Through Hole, 15” Gold Plated Contacts with Pegs 
© 43025-1000 10 2 27C6712 0.96 © 43650-0201 2 3mm 1 57H0204 = 
@ 43025-1200 12 2 56H9402 1.04 @ 43650-0401 4 3mm 1 18M8111 2.00 
© 43025-1400 14 2 53R1250 0.55 © 43045-0201 2 3mm 2 56H9430 1.47 
© 43025-1600 16 2 56H9404 0.73 © 43045-0801 7 3mm 2 56H9514 1.51 
@ 43025-1800 18 2 43N3604 0.75 @ 43045-2401 24 3mm 2 56H9718 nae 
@ 43025-2000 20 9 51M8394 0.83 Header, Through Hole, 15” Gold Plated Contacts with Press-Fit Retention Clips 
@ 43025-2200 22 2 56H9407 sath @ 43650-0204 2 3mm 1 50H8216 1.04 
@ 43025-2400 24 2 56H9408 1.10 © 43045-0422 4 3mm 2 50H8395 1.92 
Receptacle, Single Row @ 43045-0622 6 3mm 2 56H9504 = 
@ 43645-0200 2 1 57H0284 0.40 @ 43045-1422 14 3mm 2 56H9607 as 
@ 43645-0300 3 57H0285 0.23 Header, Through Hole, 30” Gold Plated Contacts with Pegs 
@ 43645-0400 4 1 57H0286 0.61 @ 43045-0202 2 3mm 2 56H9431 ES 
@ 43645-0500 5 1 57H0287 0.57 @ 43045-0402 4 3mm 2 56H9460 1.02 
@ 43645-0600 6 1 3809852 0.58 @ 43045-0802 8 3mm 2 56H9515 2.83 
@ 43645-0800 8 1 61M1997 0.40 @ 43045-1002 10 3mm 2 56H9539 4.72 
@ 43645-0900 9 1 25M3806 0.78 @ 43045-1602 16 3mm 2 56H9617 = 
@ 43645-1200 12 1 57H0292 0.54 @ 43045-2402 24 3mm 2 01H9953 7.25 
PIM. 16739 Header, Through Hole, 30” Gold Plated Contacts with Press-Fit Retention Clips 
@ 43045-0823 8 3mm 2 56H9530 nee 
i Header, Through Hole, Tin Plated Contacts with Pegs 
0.118” (3.00) MICRO-FIT 3.0™ RIGHT ANGLE HEADERS molex e500 5 nin 7 TATE ArT 
RoHS @ 43650-0300 3 3mm 1 57H0320 1.40 
Sepiinaen @ 43650-0400 4 3mm 1 01E9837 1.70 
@ 43650-0500 5 3mm 1 57H0372 = 
@ 43045-0200 2 3mm 2 3809818 ka? 
@ 43045-0800 8 3mm 2 56H9513 es 
@ 43045-1000 10 3mm 2 3809833 3.00 
Right Angle SMT with Right Angle SMT with @ 43045-1200 12 3mm 2 56H9564 1.31 
Solder Tab solderable elenton tp © 43045-1600 16 3mm 2 56H9616 = 
e Dielectric Withstanding Voltage: 1500VAC © Current: 5A @ 43045-1800 18 3mm 2 56H9640 = 
@ Insulating Resistance: 1000m0 Min. ® Voltage: 250V = 5 A fs A 
© High-Temperature LCP Housing, Rated UL94V-0 © Temperature Rating: -40°C to +105°C Header, Through Hole, Tin Plated Contacts with Press-Fit Retention Clips 
Surface mount or surface mount compatible, 3.0mm center shrouded locking headers are available in vertical © 43650-0203 2 3mm 1 57H0296 1.32 
and Fight-angle configurations. Kinked solder tails enhance PC board retention. Contact: brass. Plating: tin or @ 43045-1221 12 3mm 2 56H9581 2.50 
oe ee en ae, Sane a 
Voltage: 250V. Current: 5.0A max. Housing: high-temperature LCP, UL 94V-0. Mate with 43645 series @ 43045-2021 20 3mm 2 56H9683 4.30 
receptacles. Compatible with PC board snap-in peg locks. Plug, Surface Mount, Tin Plated Contacts with Solder Tab 
© 43045-2009 20 [3mm | 2 98K9354 751 
Plug, Through Hole, 30” Gold Plated Contacts with Pegs 
@ 43045-0602 6 3mm 2 56H9488 2.32 
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PIN & SOCKET CONNECTORS 


0.118” (3.00) MICRO-FIT 3.0™ RIGHT ANGLE HEADERS (CONT.) 0.118” (3.00) MICRO-FIT BMI™ CONNECTORS (CONT.) 


No. of Price Each compatible (SMC). Black, glass filled nylon housings 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ Price Each 
Plug, Through Hole, Tin Plated Contacts with Pegs Mfg. Part No. | Contacts | Rows Plating Termination Stock No.} 1-499+ 
@ 43045-0400 4 3mm 2 56H9458 1.56 Header 
@ 43045-0600 6 3mm 2 56H9486 1.47 @ 44428-0602 6 2 |Gold Plated Contacts | Through Hole Right) 57H1232 = 
@ 43045-1400 14 3mm 2 55R8852 me ; ae A . =an We 
© 43045-2000 20 3mm 2 GHGS <a @ 44428-0601 in Plated Contacts roug! ne ig) eae 
© 48045-2400 24 3mm 2 56H9717 = © 44428-1002| 10 2 |Gold Plated Contacts | Through Hole Right| 57H1238 | 2.54 
PIM_194865 Angle 
@ 44428-1202 12 2 |Gold Plated Contacts | Through Hole Right} 57H1241 = 
Angle 
0.118” (3.00) MICRO-FIT 3.0™ TERMINALS m olex © 44432-1201| 12 2 | TinPlated Contacts | Through Hole Vertical | S7H1273 | 
e : 
ee aie © 44432-1602| 16 | 2 _| Gold Plated Contacts | Through Hole Vertical | 57H1280 | 2.25 
© Contact Resistance: 10mO max. Gee timpian @ 44428-1601 16 2 Tin Plated Contacts | Through Hole Right) 57H1246 = 
Designed with 4 points of contact to provide a reliable Available Angle 
interface. Phosphor bronze terminals with tin and gold Receptacle 
Plating. Current: 5A. Order crimp tools separately below. © 44764-0601| 6 2 | TinPlated Contacts [Through Hole Right] 57H1592] 
Angle 
\y @ 44764-0803 8 2 |Gold Plated Contacts | Through Hole Right) 57H1597 3.43 
Angle 
SS @ 44764-1002 10 2 Gold Plated Contacts | Through Hole Right} 57H1599 4.42 
Angle 
Contact Contact Tape Cut @ 44764-1003 10 2 | Gold Plated Contacts | Through Hole Right) 57H1600 4.11 
Mfg. Part No. | Wire Size, AWG Material Plating Stock No. | 1-249+ Angle 
Pin - Crimp, EA @ 44769-1402 14 2 | Gold Plated Contacts } Through Hole Vertical | 57H1636 4.03 
© 43031-0010 | 26 AWG to 30 AWG | Phosphor Bronze | Tin Plated Contacts | 56H9420 0.14 @ 44769-1603 16 2 | Gold Plated Contacts | Through Hole Vertical | 57H1640 6.86 
@ 43031-0007 | 20 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 56H9418 0.14 PIM_69945 
Pin - Crimp, EA Loose, 15,1” Select Gold 
@ 43031-0011 | 26 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 922957 0.43 Wire-to-Board 
@ 43031-0008 | 20 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 96C8691 0.14 No. of Price Each 
Pin - Crimp, EA Loose, 3011” Select Gold Mfg. Part No. Contacts Pitch Rows Stock No. 1-94 
@ 43031-0012 | 26 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 56H9421 0.18 Receptacle, Through Hole 
@ 43031-0009 | 20 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 56H9419 0.47 @ 44769-0802 8 3mm 2 57H1627 2.78 


Pin - Crimp, TC PIM_5511424 
@ 43031-0004 | 26 AWG to 30 AWG | Phosphor Bronze | Tin Plated Contacts | 25M3691 0.06 
@ 43031-0001 | 20 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 95€2060 0.05 


Pin & Socket Connector Housings 


Pin - Crimp, TC Chain, 15” Select Gold 44300 series panel thickness: 1.57mm (.062"). For use with 43031 series terminals. 44133 series receptacle 
@ 43031-0005 | 26 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 9000515 0.05 floats in panel cutout up to 1.27mm (.050") in any direction with a 1.57mm (.062”) panel thickness. For use with 
@ 43031-0002 | 20 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 9000762 GE 43030 series terminals. Both can be utilized with BMI board-to-board connectors. 
Pin - Crimp, TC Chain, 301” Select Gold No. of Price Each 
@ 43031-0006 | 26 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 26H2223 0.11 Mfg. Part No. Positions Rows Stock No. 1-9+ 
@ 43031-0003 | 20 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 56H9417 0.25 Plug 
Socket - Crimp, EA @ 44300-0400 4 2 18M8128 0.53 

@ 44300-1400 14 2 57H1196 0.85 


@ 43030-0010 | 26 AWG to 30 AWG | Phosphor Bronze | Tin Plated Contacts | 56H9415 0.11 
© 43030-0007 | 20 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 56H9412 0.31 Receptacle 


Socket - Crimp, EA Loose, 15” Select Gold @ 44133-0400 - - —— 0.64 
@ 43030-0011 | 26 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 94C5574 | 0.30 © 44133-0800 0.95 
PIM_5511425 


@ 43030-0008 | 20 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 56H9413 0.39 
Socket - Crimp, EA Loose, 30” Select Gold 
@ 43030-0012 | 26 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 56H9416 0.35 BLIND MATE INTERFACE MILLI-GRID™ HEADERS & | ° 
@ 43030-0009 | 20 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 56H9414 0.12 HOUSINGS m @) ex 

Socket - Crimp, TC Gee tinsian 
@ 43030-0004 | 26 AWG to 30 AWG | Phosphor Bronze | Tin Plated Contacts | 26H5154 0.08 Available 

@ 43030-0001 | 20 AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 56H9410 0.09 
Socket - Crimp, TC Chain, 15” Select Gold 
@ 43030-0005 | 26 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 56H9411 0.07 
@ 43030-0002 | 20 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 23M6428 0.07 
Socket - Crimp, TC Chain, 30,” Select Gold 
@ 43030-0006 | 26 AWG to 30 AWG | Phosphor Bronze | Gold Plated Contacts | 07H6678 0.18 
@ 43030-0003 | 20 AWG to 24 AWG | Phosphor Bronze | Gold Plated Contacts | 9402819 0.19 


Fully shrouded 2.00mm pitch header offers the smallest blind-mating interface available for wire-to-board and 


PIM_16741 panel-to-board applications across a variety of industries. 
7 No. of Price Each 
0.118” (3.00) MICRO-FIT BMI™ CONNECTORS Mm olex Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Header, Through Hole 
RoHS 
Gee iimoian @ 151013-4008 8 2mm 2 BIY5321 = 
Available @ 151013-4012 12 2mm 2 815322 = 
PIM_5532683 
Housings 
44133 Series Receptacle 44300 Series Plug No. of Price Each 
@ Housing rated UL94V-0, 5A current © Temperature range: -40°C to +105°C Mfg. Part No. Positions Stock No. 1-9+ 
@ Voltage: 250 VAC rms or DC Receptacle 
Micro-Fit 3.0, BMI™ (Blind Mate Interface) features an innovative panel mounting design that securely locks the @ 151014-0008 8 81Y5323 0.07 
plugs and receptacles in place in the panel cutout, while allowing for removal. The plugs and headers feature 5 : eT : 
a funnel entry to guide the mating receptacle or receptacle header into place. Micro-Fit 3.0, BMI housings and Receptacle, Center Locking Ramp and Side Polarization Keys 
headers mate exclusively with the BMI components. @ 51110-1256 12 56R1465 — 
44428 series can be utilized with BMI wire-to-wire connectors. 1.57mm (.062”) PCB thickness. Surface mount PIM. 5532685 
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DITTO WIRE TO WIRE HOUSINGS & CONTACTS m | x Minitek Pwr™ 3.0 SERIES CONNECTORS (CONT.) 
Available in glow wire capable and positive lock versions, 0) e No. of Price Each 
Ditto wire-to-wire interconnects halve the tooling and setup > « Mfg. Part No. Positions Stock No. 4-9+ 
costs of low-amperage consumer and lighting applications = Plu 
for increased cost-savings and operational efficiency. 9 
@ 10127717-22LF 22 80X2592 0.21 
@ 10127717-24LF 24 80X2593 0.21 
Receptacle 
Price Each @ 10127716-02LF 2 80X2570 0.12 
No. of “Odl FE 
Mfg. Part No. Positions Stock No. 1-9+ alia ed : soxeai Oe 
Plug, Receptacle @ 10127716-06LF 80X2572 0.12 
© 150770:0009 2 B0Y5726 = @ 10127716-10LF 10 80X2574 0.15 
®@ 150170-0003 3 B0Y5727 = @ 10127716-16LF 16 80X2577 0.36 
150170-0004 4 B0Y5728 0.03 @ 10127716-20LF 20 80X2579 0.46 
150170-0005 5 80Y5729 0.20 petal - <a O22 
450170-0006 6 805730 0.17 OEIC ALE ores 
150170-0007 7 80Y5731 0.19 PIM_5465753 
150170-0008 8 80Y5732 0.32 
Plug, Receptacle, Glow Wire Capable Minitek Pwr™ 4.2 SERIES CONNECTORS Amphenol 
10201-0002 2 80Y5737 0.11 Features: FC i 
150201-0003 3 80Y5738 0.16 © Wire-To-Wire, Wire-To-Board and 
= Wire-To-Panel connectors with Rots fiank 
150201-0004 4 80Y5739 0.03 4.2mm centerline Avalable 
150201-0005 5 80Y5740 0.21 © Fully isolated terminals 
150201-0006 6 B0Y5741 0.24 @ Positive locking on HSG with low 
- thumb latch operation 
150201-0007 7 80Y5742 0.18 © Polarized mating geometry 
150201-0008 8 805743 0.31 © Scoop-proof housings 
- © Fully polarized housings 
For Use Price Each ® High retention force in HSG 
Mfg. Part No. Description With Stock No. 1-1-4+ © Low insertion force for installation of 
7 j i _ crimped terminal 
63827-8500 Crimp Tool Ditto Genderless 20-22 AWG Contacts 80Y5744 493.96 © Veriical and right-angle PCB head- 
63827-8600 Crimp Tool Ditto Genderless 24-26 AWG Contacts 80Y5745 493.96 ers for wave soldering application 
© Special right-angle type receptacle 
PIM_5532385 Special right-angl I / : . 
~ Benefits: oe Insertion tool is not required 
© Prevents terminals from potential damage during @ High flammability rating — 
Contacts operation © Supports various 1.6mm PCB applications 
© Prevents from unexpectedly unmating © Flexible applications in various situations 
Contact Contact Tape Cut © Ensures header and receptacle are correctly © Meet environmental, health and safety require- 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ mated ments ee ; 
Pin, Socket - Crimp, TC © Prevents accidental mis-mating ® Ideal for cable routing within 1U or 2U equipment 
; : : : © Well secures terminals in housings systems 
150200-0002 24 AWG to 26AWG | Brass, Tin | Tin Plated Contacts | 805735 0.03 © Supports home appliances requirements 
150200-0001 20 AWG to 22 AWG | Brass, Tin | Tin Plated Contacts | 80Y5733 0.03 Minitek Pwr™ 4.2 connectors are designed for power application with current rating up to 9A per circuit, 
Pin, Socket - Crimp, TR available for dual row and 2 to 24 circuits, for Wire-To-Board, Wire-To-Wire, and Wire-To-Panel mount 
2 - - - application. Crimp, snap-in header and receptacle contacts are used to terminate 28AWG-16AWG wires. 
150200-0002__| _24AWG to 26AWG | Brass, Tin | Tin Plated Contacts | 80Y5736 0.02 Header and receptacle housings allow Wire-To-Wire and Wire To-Board configurations. Crimping and removal 
150200-0001 20 AWG to 22 AWG | Brass, Tin | Tin Plated Contacts | 80Y5734 0.02 tools are available for wire harness assembly. Header assemblies for Wire-To-Board in interconnections include 
PIM 5532386 vertical and right angle components. These wave soldering headers are available in through-hole configurations. 
= Aright angle version cable receptacle is also available. 
ee No. of Price Each 
Minitek Pwr™ 3.0 SERIES CONNECTORS Amphenol Mfg. Part No. Positions Stock No. 1+ 
Features: FC i Plug ————————— 
e Cost-effective Wire-To-Wire, free f @ 10127816-02LF 2 B0X2662 0.40 
hanging headers and vertical or ge \ has fant — 
right-angle pin headers solution AWAY? avaiable @ 10127816-04LF 4 80X2663 0.18 
© 3.0 mm centerline ‘ @ 10127816-08LF 80X2665 = 
© Fully isolated terminals AQ E 10 80X2666 
@ Positive locking on HSG with low “Se esi0iz7ei6 us OZ 
thumb latch operation @ 10127816-18LF 18 80X2670 0.36 
© Polarized mating geometry CER % @ 10127816-20LF 20 80X2671 0.38 
© Scoop-proof housings “t b Al 
© Fully polarized housings AA \A @ 10127816-24L 24 80X2673 0.42 
@ High retention force in HSG Receptacle 
° Low insertion force for installation of @ 10127815-02LF 2 80X2650 0.07 
key terminal @ 10127815-04LF 4 80X2651 0.08 
© Prevents terminals from potential @ Well secures terminals in housings © 10127815-08LF 8 80X2653 0.06 
damage during operation © Insertion tool is not required @ 10127815-10LF 10 80X2654 0.41 
@ Prevents from unexpectedly unmating @ High flammability rating -18LF 
© Ensures header and receptacle are correctly © Supports various 1.6mm PCB applications @ 10127815 ioe 18 80X2658 0.28 
mated © Flexible applications in various situations @ 10127815-20LF 20 80X2659 0.54 
© Ensures terminals and header pins are not © Meet environmental, health and safety require- @ 10127815-24LF 24 80X2661 0.16 
damaged for angled mating ments PIM 5465754 


© Prevents accidental mis-mating © Supports home appliances requirements 


Minitek Pwr™ 3.0 connectors are designed for power application with current rating up to 5A per circuit, 
available for dual row and 2 to 24 circuits, for Wire-To-Wire and Wire-To-Board application. Crimp, snap-in 
header and receptacle contacts are used to terminate 30AWG-20AWG wires. Header and receptacle housings 
allow Wire-To-Wire and Wire-To-Board configurations. Crimping and removal tools are available for wire harness 
assembly. Header assemblies for Wire-To-Board interconnections include vertical and right angle components. 
These wave soldering headers are available in through-hole configurations. 


No. of Price Each 
Mfg. Part No. Positions Stock No. 1-9+ 
Plug 
@ 10127717-02LF 2 80X2582 0.14 
@ 10127717-04LF 80X2583 = 
@ 10127717-06LF 6 80X2584 0.15 
@ 10127717-10LF 10 80X2586 0.05 
@ 10127717-16LF 16 80X2589 0.16 
@ 10127717-20LF 20 80X2591 0.21 
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MX150L™ SERIES SEALED CONNECTOR SYSTEM 


So 


molex 
RoHS 
Compliant 
Available 


@ Pre-assembled connector housings, seals, TPA that terminal leads lock on connector 

components and mat-seal cap in one piece @ Environmentally sealed to IP67 
© Integral terminal position assurance (TPA) insures @ Integral locking latch 
MX150L™ sealed connector system includes pre-assembled connector housings, seals, terminal position 
assurance components and mat-seal cap shipped in one piece to reduce labor and application costs. Voltage: 
600V. Insulation resistance: 1000 MOhms. 
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MX150L™ SERIES SEALED CONNECTOR SYSTEM (CONT.) Rectangular Power Contacts (CONT.) 
No. of | Price Each_ Contact Contact AWG AWG Tape Cut 
Mfg. Part No. Positions Rows Stock No. 1-9+ Mfg. Part No. Material Plating Min Max Stock No. 1-9+ 
Plug, For 14-16 AWG Wire Socket, Crimp, 
@ 19419-0004 4 20M7082 328) @ 36799-0002 Copper | Tin Plated Contacts | 22AWG | 20AWG | 45W1821 0.06 
Plug, For 18-22 AWG Wire @ 36799-0001 Copper | Tin Plated Contacts | 18AWG | 16AWG | 45W1820 — 
@ 19419-0005 4 20M7083 3.23 PIM_5511292 
@ 19419-0012 6 si 20M7084 es 
@ 19419-0001 8 2 0145254 cal Pin & Socket Connector Housings 
@ 19419-0015 10 015262 7.02 5 
Receptacle, For 14-16 AWG Wire, With CPA NGiof —— 
eCeptacley » Mfg. Part No. Positions Stock No. 1-9+ 
@ 19418-0007 2 015238 3.43 Receptacle 
@ 19418-0004 4 94H6997 3.39 @ 36792-1201 12 44W7572 = 
© 19418-0013 1 015242 6.39 PIM_5511291 
Receptacle, For 18-22 AWG Wire 
@ 19418-0018 4 015246 3.54 
eT a ; er = SRC SERIES SEALED RECTANGULAR CONNECTORS mM ol ex 
Receptacle, For 18-22 AWG Wire, With CPA 
@ 19418-0008 2 20M7078 3.91 Gee einoiat 
@ 19418-0011 6 20M7080 5.24 Available 
@ 19418-0026 12 98K6079 11.45 
For Use Price Each 
Mfg. Part No. Description With Stock No. 1-1-4+ © Pre-assembled connector housing, seals, rear © Protective rear conduit interface for female 
63813-1500 Extraction Tool | MX-150 Pin & Socket Crimp Terminals 0148931 34.29 cover and TPA ship in one piece connector 
© Simple crimp, poke and plug application using © Connector system retention greater than 200N 
PIM_88942 standard MX150™ and MX150L™ terminals © Superior electrical and mechanical performance 
@ No need to crimp individual wire seals capabilities 
®@ Sliding latch with cam action @ Unused circuits can be blocked using plastic 
Rectangular Power Contacts @ Integral Terminal Position Assurance (TPA) with seal plugs 
Contact Contact AWG AWG Price Each new anti-scooping feature @ Hand crimp tools purchased separately; go online 
Mfg. Part No. Material Plating Min Max Stock No. 1-9+ sd Integral, two-way matte seal plus interface seal or call 
- - - with improved retention features 
Pin, Crimp, Loose Piece The new generation SRC family offers a rugged, sealed, wire-to-panel (bulkhead) and wire-to-wire hybrid 
@ 19417-0048 | CopperAlloy | Tin Plated Contacts | 22AWG | 18AWG | 01J5231 0.33 connection system designed for high circuit-count applications in harsh environments. The primary location for 
@ 19417-0047 | Copper Alloy | Tin Plated Contacts | 16AWG | 14AWG | 5848196 0.17 this system is as the firewall connector, situated between the cab and the engine, but SRC can also replace 
- - : existing circular connectors in various in-vehicle applications. The SRC system uses proven MX150™ terminals 
Socket, Crimp, Loose Piece with current ratings up to 18A and MX150L™ terminals with current ratings up to 40A. Flexible standard or 
@ 19420-0010 | Copper Alloy | Tin Plated Contacts | 22AWG | 18AWG | 0135265 0.33 mixed power/signal options are available. The MX150 and MX150L terminal systems provide cost savings 
Socket, Crimp, Tape Cut by eliminating the need to purchase, handle and crimp individual wire seals. This proven terminal technology 
= nar s Copper Aly | Th Plted Gonads | Z2awo | 12AN ae ow to increase circuit count and allows for simple field repair and replacement of headers and 
@ 19420-0001 | Copper Alloy | Tin Plated Contacts | 16AWG | 14AWG | 38K9759 0.34 
lis u Contact Contact AWG AWG Tape Cut 
PIM_9511437 Mfg. Part No. Material Plating Min Max | StockNo. | 1-99+ 
Pin, Crimp, 
MX120G™ SEALED CONNECTORS | ° © 33000-1003 | Copper Alloy | Tin Plated Contacts | 22 AWG a 91M8927 0.07 
m Oo ex @ 33000-1001 | CopperAlloy | Tin Plated Contacts | 14AWG | 14AWG | 91M8925 0.12 
@ 19431-0016 Copper Alloy in Plated Contacts | 12AWG | 10AWG | 02N4257 0.64 
@ 19431-0001 Copper Alloy in Plated Contacts | 12AWG | 10AWG | 02N4254 = 
@ 19431-0015 | Copper Alloy in Plated Contacts 8 AWG 57R9064 0.50 
A Socket, Crimp, 
ee @ 33012-3002 Copper Alloy in Plated Contacts | 20AWG | 18AWG | 15M8281 0.13 
~~ @ 33012-3001 Copper Alloy in Plated Contacts | 16AWG | 14AWG | 91M8954 0.11 
36792-1201 @ 19434-0001 Copper Alloy in Plated Contacts | 12AWG | 10AWG | 42M1563 0.60 
PIM_210164 
Features & Benefits slot for easy assembly into the Rolts faa Pin & Socket Connector Housings 
@ Reduced 3.20mm (mating) pitch design ECU (Engine Control Unit) box valable 5 
© Meets IP67 ratings with wide operating tempera- Applications No. of | Price Each 
ture range of -40° to +105°C © Commercial Vehicle Mfg. Part No. Positions Stock No. 1-71+ 
© High-vibration resistance up to 10G acceleration © Industrial Automation Plu 
@ Single-piece construction of the female receptacle @ Medical g 66 66w1088 
comprising a pre-assembled connector housing © Solid State Lighting © 85083-0300 — 
with matte silicone seal and seal-cap @ 93288-0001 84 66W1091 = 
© Mounted male header comes with a self-guiding Receptacle 
Molex's MX120G™ connector system is a highly compact, sealed, wire-to-wire and wire-to-board family of @ 93287-0001 84 66W1090 a 
interconnects that delivers optimal performance especially in wet, high-vibration and wide-operating-temperature TE 


conditions. Designed for rugged, harsh environment non-automotive applications; the IP67-rated, MX120G™ 


connect system can be extended to exterior lighting applications that include traffic and overhead street lights; 
and is a more reliable and less expensive solution to pre-crimped wire-seal alternatives. 
No. of Contact Price Each 
Mfg. Part No. Contacts Gender Termination Stock No. 1-9+ 
Header 
@ 36783-1201 12 Pin Through Hole Right Angle 45W1819 0.99 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-9+ 
@ 36804-0001 Cavity Plug 36792-1201 Receptacle Connectors 45W1822 ee 
PIM_208879 
Rectangular Power Contacts 
> CONTINUED > 
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EXTreme Ten60Power™ Hybrid Power and Signal 
Connectors 


Sattnead “y 


Wire-to-Board Receptacle 
Housing 


molex 


Panel-to-Board Receptacle 
Housing 
applications 
© Provides Last-Mate-First-Break (LMFB) or First- 
Mate-Last-Break (FMLB) capability 
© 8 to 16 AWG power receptacle terminals, 22 to 28 
AWG signal receptacle terminals 


TEN50Power 4 Pos Housing 


Features and Benefits 

© Configurable for optimizing design requirements 

© Robust, high-current contact blades with 7.50mm 
power pitch 

® Provides 50.0A of current per blade 

© Rated for resistance to arcing in hot-pluggable 


Designed for board-to-board, wire-to-board and panel-to-board applications, EXTreme Ten60Power™ hybrid 


> CONTINUED > 
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EXTreme Ten60Power™ Hybrid Power and Signal Connectors (CONT.) 0.264” (6.71) PITCH, 0.093” (2.36) PIN AND SOCKET CONNECTORS (CONT.) 
power and signal solutions provide up to 260.0A per linear inch, fast response times and easy-to-configure Price Each 
modules No. of L———————. 
- Mfg. Part No. Positions Stock No. 1-9+ 
sisters sh : alee Pe Eee Receptacle, Positive Latch, UL 94V-2 
|. . is 9+ 
5 — — a os @ 19-09-1029 2 72K1774 0.30 
aes 0412 16 Pi 11AC9773 14.417 eee : ee — 
: in 
172458-0412 16 Pin 41AC9774 14.67 oe : ba ad 
- : @ 19-09-1099 9 55H2664 0.78 
For Use |PriceEach = @ 19-09-1129 12 55H2669 1.14 
Mfg. Part No. Type With StockNo.| 1-1-9+ @ 19-09-1159 45 48M7952 117 
46708-3412 | Terminal Position Assurance Retainer | Molex EXTreme | 11AC9778 0.88 PIM 8348 
Ten60Power 172510 & < 
172512 Series Receptacle 
Housings 0.393” (10.00) PITCH MINI-FIT SR.™ HOUSINGS ° 
= molex 
RoHS 
Geeiinpian 
No. of Price Each Available 
Mfg. Part No. Positions Stock No. 1-9+ Al @ 
Receptacle, Panel-to-Board - 12 Signal, 4 Power 
172512-3412 16 11AC9776 4.95 eS 
Receptacle, Wire-to-Board - 12 Signal, 4 Power Fig. 1 
172510-3412 16 11AC9775 3.06 Fig. 2 
Receptacle, Wire-to-Board - 4 Signal @ High current © Mandatory terminal position assurance (TPA) DIP 
46709-0004 4 11AC9779 0.76 © Fully polarized © 42816 series mates with 42818 series plug or 
PIM_ 5697850 ® Positive locks 42819/42820 series headers 
7 @ Low engagement force @ 42918 series mate with 42816 series receptacles 
Feature polyester housings, rated UL94V-0. Voltage: 600V. Current: 50A max. Insulation resistance: 1000mO 
Contact Contact AWG AWG Tape Cut i a sal -40°C iy i Bg ohn hacia ne tae use “ type vat 
Mfg. Part No. Material Plating Min Max | StockNo. | 1-9 female terminals. 42818 series panel mount plug housings for use with type male terminals. 
- recognized, CSA certified, TUV approved. 
Socket, Crimp, - 
173693-4632 | Copper Alloy | Gold Plated Contacts | 12AWG | 10 AWG | 11AC9777 0.55 No. of Hericelzachy) 
: Mfg. Part No. Positions Stock No. 1-9+ 
PIM_5697852 
Plug 
@ 42818-0212 2 56H9105 4.21 
0.264” (6.71) PITCH, 0.093” (2.36) PIN AND SOCKET mM [ na 3 56H9106 AGE 
CONNECTORS ole © 42818-0412 4 3809795 2.06 
Gee simpian Receptacle 
Available @ 42816-0212 2 56H9092 1.09 
AL G9 22016-0812 3 56H9093 1.45 
@ 42816-0412 4 56H9094 2.61 
@ 42816-0512 5 56H9095 ao 
Panel Mount Plug @ 43914-1101 6 57H0791 0.98 
Free Hanging Receptacle 
PIM_75613 


® Voltage: 600V 

@ Panel Thickness: 0.078" (2.00mm) Max. 

© Wire Size: 14-20, 18-22, 22-24, 24-30 AWG 
Nylon connector housings are similar to standard .093 series except feature positive locks and fully isolated 
terminals. Polarized housing assures proper mating. Male and female terminals can be used in receptacle and 
plug housings, ordered separately. Order installation tooling separately, go online or call. UL recognized, CSA 
certified, TUV approved. 


® Dielectric Withstanding Voltage: 5000 V AC rms 
© Operating Temperature: -40 to +105°C. 


0.393” (10.00) PITCH Mini-Fit, Sr.™ TERMINALS 


molex 
RoHS _ 
Compliant 
Available 


No. of Price Each ‘ \ ~~ ° 

Mfg. Part No. Positions Stock No. 1-94 F “SG NS . W @ 
Plug, Positive Latch, UL 94V-0 WG xX oe 
@ 19-09-2026 2 55H2678 0.25 ‘AN XN . 
@ 19-09-2036 3 26H1521 0.29 Q\ a 
© 19-09-2066 6 55H2693 0.66 x ” 
@ 19-09-2096 9 55H2698 0.35 Socket 
Plug, Positive Latch, UL 94V-2 42815 socket terminals mate with 42816 series receptacle housings; order separately; go online or call. 42817 
@ 19-09-2029 2 55H2681 0.26 pin terminals mate with 42818 series plug housing; order separately ; go online or call. Copper alloy terminals 

with tin-over-nickel plating, rated UL94V-0. Operating temperature: -40°C to +105°C. For gold plated contacts 
@ 19-09-2039 3 3809045 0.27 order mfg. part no. 42815-0012. Order crimp and extraction tools separately below. 
@ 19-09-2049 4 55H2691 0.26 
@ 19-09-2069 6 55H2695 0.45 10.00mm (0.393”) PITCH Mini-Fit Sr.™ TERMINALS 
@ 19-09-2099 9 72K1775 0.41 Contact Contact Price Each 
@ 19-09-2129 12 3809052 0.83 Mfg. Part No. Wire Size, AWG Material Plating Stock No. the 
© 19-09-2159 15 55H2711 0.68 Pin - Crimp, TC 
Plug, Positive Latch, UL 94V-2, Panel Mount @ 42817-0041 14 AWG to 16 AWG | Copper Alloy | Tin Plated Contacts 01/8206 =e 
© 19-09-2028 2 55H2680 0.68 Socket - Crimp 
@ 19-09-2038 3 55H2685 0.17 @ 42815-0012 | 10AWGto12AWG | CopperAlloy | Gold Plated Contacts | 06H1474 1.21 
© 19-09-2048 4 38C9046 0.69 Socket - Crimp, EA 
@ 19-09-2068 6 55H2694 0.50 @ 42815-0031 | 8 AWG Copper Alloy | Tin Plated Contacts | 56H9090 = 
@ 19-09-2158 15 3809053 0.68 For Use Price Each 
Receptacle, Positive Latch, UL 94V-0 Mfg. Part No. | Description With Stock No. 4+ 
@ 19-09-1016 1 55H2647 0.21 63811-1600 | Crimp Tool | Mini-Fit Sr 42815 & 42817 12-10AWG Terminals | 23H0415 = 
@ 19-09-1026 2 20M7076 = 63811-3800 | Crimp Tool | Mini-Fit Sr 42815 & 42817 16-14AWG Grounding | 59H1443 | 291.06 
@ 19-09-1036 3 55H2653 0.97 Terminals 
@ 19-09-1046 4 55H2657 1.43 63813-0400 | Extraction Tool 42815 & 42817 Series Crimp Terminals 23H0423 | 139.43 
© 19-09-1066 6 90B9623 1.39 PIM_75615 
@ 19-09-1096 9 94H6935 2.03 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


PIN & SOCKET CONNECTORS 


0.062” (1.57) PIN AND SOCKET CONNECTORS 0.062” (1.57) DIAMETER PIN AND SOCKET TERMINALS AND TOOLS (CONT.) 


oO ex Contact Contact Price Each 


m, ~ f La Mfg. Part No Wire Size, AWG Material Plating Stock No. 1-9+ 
: Ty’ A é | Pin - Crimp 
A , fA L @ 02-06-2132 24 AWG to 30 AWG Brass Tin Plated Contacts 85C0026 0.19 
Bw ] , @ 02-06-6135 24 AWG to 30 AWG Brass Gold Plated Contacts 85C0022 0.74 
q @ d cA 7 Ry Vy @ 02-06-2103 18 AWG to 24 AWG Brass Tin Plated Contacts 80K7981 0.21 


y 03-06-2043 @ 02-06-6100 18 AWG to 24 AWG Brass Gold Plated Contacts 54H4962 0.38 
03-06-2061 03-06-1044 03-06-1043 Pin - Through Hole 
© Nylon Housing, Rated UL 94V-2 © Dielectric Withstanding Voltage: RoHS | -06- in PI 
© 0.145" (3.68mm) Pitch 1500 VACrms omplant @ 02-06: 6108 ist Brass Tin Plated Contacts 54H4981 = 
© Current: 5.0 A Max. © Operating Temperature: -40°C ‘6 Socket - Crimp 
© Voltage: 250V to +105°C AY @ @ 02-06-1132 24 AWG to 30 AWG Brass Tin Plated Contacts 85C0027 0.08 


Pin and socket connectors feature friction lock and are panel and PC board mountable. Plugs and receptacles @ 02-06-5135 24 AWG to 30AWG Brass Gold Plated Contacts [iBs002¢ 0.39 
are available in free-hanging or panel mount wire-to-wire configurations. Polarized housings assure proper @ 02-06-5103 18 AWG to 24 AWG Brass Gold Plated Contacts 54H4950 = 

mating. Recommended panel thickness: 0.060” (1.52) max. with grid spacing: 0.145” (3.68). UL recognized Socket - Crimp, TC 
E-29179, CSA certified. 


- @ 02-06-5100 18 AWG to 24 AWG Brass Gold Plated Contacts 54H4947 0.67 
No. of nenicelE@chy Socket - Crimp, TR 

Mig. Part No. Basitons Rows SlockiNe, iB © 02-06-1131 | 24AWGto30AWG | Brass | TinPlatedContacts | 26H8322 0.04 
Piva Socket - Through Hole 
ee : : SbGHIUB pes @ 02-06-7103 i Brass | TinPlated Contacts | 54H4978 0.13 
Plug, Free-Hanging 
© 03-06-2023 2 1 2601313 0.25 For Use Price Each 
@ 03-06-2032 3 1 2601308 046 Mfg. Part No. Description With Stock No. 41-1-9+ 
@ 03-06-2042 4 1 3808709 0.49 1103-0002 | Extraction Tool | Standard 0.062” Pin & Socket Crimp Terminals | 01H6962 22.29 
@ 03-06-2061 6 7 3808712 0.49 63811-1000 | Hand Crimp Tool Molex Open Barre! 24-14AWG Terminals 85C2464 70.89 
@ 03-06-2092 9 3 3808715 0.48 11-02-0001 | Insertion Tool 0.062” Diameter Pin & Socket Terminals 57H7461 38.62 
© 03-06-2122 12 3 38C8717 = PIM 8485 
Plug, Free-Hanging, UL 94V-2 
@ 03-06-2044 4 2 03H8391 0.24 0.093” (2.36) DIAMETER PIN AND SOCKET TERMINALS 


Plug, Pre-bent Mounting Ears AND TOOLS m @) I ex 


© 03-06-2024 2 1 38C8707 0.14 mM ; Pe 865 Spite ae 
@ 03-06-2033 3 1 85C0030 = 3) (3,00) 797 sy Available 

Receptacle i = C ol A 7) 

© 03-06-1011 1 3808694 0.04 (238) | __ xp =m 


Receptacle, Detents Pin Crimp Socket Crimp 
© 03-06-1032 3 1 2205334 0.25 437 a a |} ita ss 
7 [oie 0.172" = i 
Receptacle, Dual Row, Free-Hanging ess 
© 03-06-1044 4 2 5415100 0.47 aatont aed ot goad ast oar 
© 03-06-1062 6 3 38C8699 0.23 ? a “a ij : Socket PC Tail 
Receptacle, Dual Row, Panel Mount Ears © Current: 12.0A max Seconds Min 
@ 03-06-1043 4 ts 18M7863 = © Contact Resistance: 10 mO max. © Accommodates 14-30 AWG 
Receptacle, Dual Row, Standard Mounting Ears ® Dielectric Withstanding Voltage: 1500Vrms for 60 
@ 03-06-1061 6 3 38C8698 == For use in standard 0.093” (2.36) or 3191 series connectors:ordered separately. Base material brass, phosphor 
7 bronze base material available; go online or call. 
Receptacle, Free-Hanging 
© 03-06-1023 2 1 2601314 0.12 seat er i . 
= ‘ontac' ‘ontac' Lose 
Receptacle, Pre-bent Mounting Ears Mfg. PartNo. | Wire Size, AWG | Material Plating Stock No. | 1-6999+ 
© 03-06-1022 2 1 54H5094 029 Pin - Crimp, EA 
Receptacle, Pre-bent Mounting Ears, Detents © 02-09-6123 | 18AWGto22AWG | Brass | Gold Plated Contacts | 54H5074 0.95 
© 03-06-1038_ a 1 | S4H5096_ | 0.34 02-09-2103 | T4AWG to 20AWG | Brass | Tin Plated Contacts | 181569 0.20 
Receptacle, Single Row, Free-Hanging © 02-09-6106 | 14AWGt020AWG | Brass | Gold Plated Contacts | 5445068 0.98 
@ 03-06-1042 a. u sbce696 0.45 Pin - Crimp, EA, Selective Gold Plating 
Receptacle, Three Row, Free-Hanging © 02-09-6110 | 14AWGto20AWG | Brass | Gold Plated Contacts | 09/5230 es 
@ 03-06-1092 9 3 54H5107 0.30 Pin - Crimp, TC 
© 03-06-1122 12 3 38C8702 0.53 @ 02-09-2116 | 18AWGto22AWG | Brass in Plated Contacts | 17P0124 0.07 
@ 03-06-1152 16 3 38C8703 = Socket - Crimp, EA 
Receptacle, Three Row, Standard Mounting Ears © 02-09-1119 | 18AWGt022AWG | Brass | TinPlatedContacts | 06H1959 0.22 
© 03-06-1121 e = HEMIE6S aly © 02-09-5142 | 18AWGt022AWG | Brass | Gold Plated Contacts | 5445059 1.18 
PIM_8437 © 02-09-1104 | 14AWGto20AWG | Brass in Plated Contacts | 37H7276 0.22 
Socket - Crimp, TC 
0.062” (1.57) DIAMETER PIN AND SOCKET TERMINALS | © @ 02-09-1117 | 18AWGto22AWG | Brass in Plated Contacts | 72C7861 0.12 
AND TOOLS m Oo ex @ 02-09-1102 | 14AWGto20AWG | Brass in Plated Contacts | 88C9619 0.10 
oe ‘ Socket - Crimp, TR 
2 2 : @ 02-09-1117 | 18AWGto22AWG | Brass in Plated Contacts | 18M7864 0.05 
AF de SN Socket - Through Hole, EA 
= @ 02-09-1134 14 AWG to 30 AWG Brass in Plated Contacts 54H5013 — 
Socket, Through-Hole SS = 
Socket, Crimp Pin, PC Tail Pin, Crimp For Use | Price Each 
ae err ok : dates 18-30 AWG RoHS Mfg. Part No. Description With Stock No. 1-1-4+ 
urrent: 9. max. ccommodates 10-. i - y TRL = 
© Contact resistance: 3.2mQ max. Gee eimoint 11-03-0006 Extraction Tool | 0.093” Diameter Pins & Socket Contacts | 89C1668 25.98 
AL 63811-1000 | Hand Crimp Tool | Molex Open Barrel 24-14AWG Terminals | 8502464 70.89 
G @ 11-02-0003 Insertion Tool 0.093” Dia. Pin & Socket Terminals 2205186 37.73 
For use in 0.062” (1.57) pin and socket. Base material brass, Phosphor bronze base material available; go PIM. 8436 
online or call. 7 
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PIN & SOCKET CONNECTORS 


2.13MM MLX POWER CONNECTOR HEADERS/ 0.198” (5.03) PITCH, 0.093” (2.36) PIN AND SOCKET CONNECTORS (CONT.) 


HOUSINGS molex ae Price Each 


RoHS Mfg. Part No. Positions Rows Stock No. 1-9+ 
= > Bethe Fg Three Row 
= 7 @ 03-09-2092 9 3 0100850 0.32 
— -~ © 03-09-2169 15 7 09Wwx0180 1.46 
ay > Plug, Three Row, Standard Mounting Ears 
see @ 03-09-2121 12 3 3808748 0.67 
bd Receptacle, Dual Row 
© Voltage Rating: 600V © Insulation Resistance: 1000 MO min. @ 03-09-1049 4 2 54H5158 0.37 
; neee a Winder eee @ Housing Material: PA polyamide (Nylon) 6/6 Receptacle, Dual Row, Friction Lock Ramps 
42002 series header contact material is phosphor bronze. Contact plating tin. Operating temperature: -55°C @ 03-09-1064 6 an 2008884 0.49 
to 100°C. Receptacle, Friction Lock 
No. of Price Each @ 03-09-1011 1 1 54H5148 0.09 
Mfg. Part No. Positions Rows Stock No. 1-9+ Receptacle, Friction Lock Ramps 
Plug, UL 94V-2 @ 03-09-1094 9 3 54H5169 0.57 
@ 50-84-1020 2 1 57H2023 0.32 @ 03-09-1126 12 3 54H5173 = 
@ 50-84-1030 3 1 57H2026 = Receptacle, Pre-bent Mounting Ears 
@ 50-84-1060 6 2 57H2029 0.27 @ 03-09-1081 3 1 54H5165 0.12 
@ 50-84-1090 9 3 57H2032 — Receptacle, Pre-bent Mounting Ears, Friction Lock Ramps 
Receptacle, UL 94V-2 @ 03-09-1027 2 3 25C7411 0.32 
@ 50-84-2060 6 1 57H2047 — @ 03-09-1091 9 Ee 54H5166 0.69 
PIM_89603 @ 03-09-1125 12 3 54H5172 0.17 
Receptacle, Single Row, Friction Lock Ramps 
Pin & Socket Contacts @ 03-09-1022 2 a 38C8727 0.29 
on orn BE @ 03-09-1032 3 1 38C8728 0.34 
Mfg. PartNo. | Wire Size, AWG Material Plating oo ate : EIB es 
Pin - Crimp FIMCEASS 
@ 02-08-2003 14 AWG to 20 AWG Brass Tin Plated Contacts 56K8107 0.04 
© 36536-0001 | 14AWGto16AWG | Brass | TinPlatedContacts | 56H7387 0.05 0.125” (3.18) HCS-125 SERIES CRIMP TERMINALS m | ° 
@ 36663-0001 10 AWG to 12 AWG Brass Tin Plated Contacts 58J8299 0.14 re) ex 
Socket - Crimp Osta 
@ 02-08-1001 14 AWG to 20 AWG Brass Tin Plated Contacts | 73C9386 0.04 Available 
@ 36535-0001 14 AWG to 16 AWG Brass Tin Plated Contacts 56H7385 0.05 
PIM_5511438 
Pin 7 
Plug & Socket Sekt 
No. of Price Each Terminals mate with HCS-125 series connectors, sold separately. Current: 20A max. Contact resistance: 10mO. 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ max. Operating temperature: -40°C to +105°C. UL listed (file no. E29179), CSA certified (file no. LR19980). 
Header, Through Hole Contact Contact Price Each 
@ 10-84-4020 | 2 6.35mm 1 9201266 0.33 Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
PIM_5511439 Pin - Crimp 


@ 18-12-2222 16 AWG to 18 AWG Brass Tin Plated Contacts 55H2641 = 
0.198” (5.03) PITCH, 0.093” (2.36) PIN AND SOCKET @ 18-12-2602 10 AWG to 14 AWG Brass Tin Plated Contacts | 55H2644 = 


CONNECTORS molex  scit-cin 


RoHS @ 18-12-1222 | 16AWGto18AWG | Brass | TinPlated Contacts | 55H2632 a 
. Geiasinpian @ 18-12-1602 10AWG to 14AWG | Brass | Tin Plated Contacts | 55H2635 oa 


7 \ p A \Y G For Use Price Each 


f Y .€ € Mfg. PartNo. | Description With Stock No.|  1-1-4+ 
e 638-11-1100 | Hand Crimp Tool | 0.125” HCS-125 Pin & Socket Crimp Terminals | 7301443 | 484.27 
Free Hanging Plug PIM_8395 
Receptacle with Mounting Ears 
@ Passive (Friction) Lock © Dielectric Withstanding Voltage: 1500VACrms is 
@ Panel and PC Mountable @ Nylon Housing, Rated UL 94-2 HCS-125 SERIES 0.125 (3.18) PIN AND SOCKET Mm olex 
® Voltage: 250V © Operating Temperature: -40°C to +105°C CONNECTORS 
Male and female terminals may be used in plug housings, ordered separately. UL recognized, CSA certified. epee oa 
ompliant 
No. of | Price Each_ Available 
Mfg. Part No. Positions Rows Stock No. 1-9+ : A @ 
Plug, Dual Row 
@ 03-09-2062 6 2 06C0400 0.48 . 4 y 
Plug, Dual Row, Pre-bent Mounting Ears e 
@ 03-09-2049 4 2 54H5195 0.63 Receptacle Plug 
Plug, Dual Row, Standard Mounting Ears @ Nylon Housing, Rated UL94V-2 ® Dielectric Withstanding Voltage: 1500 VACrms 
: : © 0.330" (8.38mm) Pitch © Operating Temperature: -40°C to +105°C 
© 03-09-2061 6 2 3808746 0.47 © Current: 20.0A @ Wire Accommodation: 10-18 AWG 
Plug, Friction Lock Ramps ® Voltage: 600V 
@ 03-09-2011 4 | 4 | 2703603 0.05 HCS-125 series connectors meet the need for a connect system rated at greater than the industry-standard 
Plug, Single Row 12.0A per circuit. HCS-125 series is an enhanced version of Molex’s proven 0.125” system. Positive locks 


prevent accidental mismating. Fully isolated terminals for terminal protection. Pull tabs. For use with 0.125” 


@ 03-09-2022 2 1 97B2624 0.29 terminals and crimp tools; ordered separately. UL recognized, CSA certified. 
@ 03-09-2032 3 1 3808741 0.13 No. of Price Each 
@ 03-09-2042 4 1 3808744 0.18 Mfg. Part No. Positions Rows Stock No. 1-9+ 
Plug, Single Row, Standard Mounting Ears Plug, Free Hanging 
@ 03-09-2021 2 1 3403363 0.16 @ 03-12-2036 3 1 38C8760 0.36 
@ 03-09-2031 3 1 54H5189 0.47 @ 03-12-2046 4 1 18M7872 — 
@ 03-09-2041 4 1 3808743 0.47 Receptacle 
@ 03-12-1026 2 1 3808752 pees 
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HCS-125 SERIES 0.125” (3.18) PIN AND SOCKET CONNECTORS (CONT.) 
@ 03-12-1036 3 1 38C8753 0.82 
PIM_8347 


ValuSeal™ WIRE-TO-WIRE CONNECTOR 
SYSTEM 


molex 


RoHS _ 
Compliant 
> Available 
S 
7 
‘ 


\ 


@ Indicates ROHS Compliant 


4] Find Datasheets Online 


PIN & SOCKET CONNECTORS 


Series 560 Wire to Wire / Wire to Board Connectors E L Al FF (eS) 
Z 


Ly 


Plug Housing 


ei 


Receptacle Housing 


PCB Header 


Features: Sealing Required 
@ 2.5mm Pitch, Rated Current: 3A max @ True Crimp and Poke Solution 
Receptacle Housing @ Fully Waterproof with Double Latch Solution @ Waterproofing Cap available to cover holes of 
Plugibioisin @ Available in Wire-to-Wire and Wire-to-Board wire seal 
sg" 9 - Options @ Internal Polarization to Prevent Mismating 
Features and Benefits : © Positive latch Aes © Seals Preassembled into Housing; No External © Waterproof Grade IP67 Certified 
@ |P65-rated, integrated wire-and-ring seal © Integrated wire strain-relief in the connector body - 
© One-piece housing design © Crimp-and-poke wire assembly No. of Price Each 
© Compact 4.00mm pitch Mfg. Part No. Positions Stock No. 1-9+ 
Achieve industry-leading cost efficiencies plus IP65 sealing protection with the innovative, one-piece ValuSeal™ Plug, Blue, 1.3-1.7mm 
Wire-to-Wire Connector, ideal for consumer, non-automotive transportation and industrial applications. 560-002-000-311 2 78Y9690 ae 
No. of | Price Each 560-003-000-311 3 78Y9700 1.09 
Mfg. Part No. Positions Stock No. 1-9+ 560-005-000-311 5 789710 0.92 
Plug Plug, Blue, 1-1.3mm 
@ 172877-0002 2 08AC3656 = 560-002-000-310 2 7879689 0.25 
Receptacle 560-003-000-310 3 78Y9699 0.28 
@ 172878-0002 2 08AC3657 0.62 560-005-000-310 5 78Y9709 0.92 
PIM_5698427 Plug, White, 1.3-4.7mm 
560-002-000-111 2 78Y9686 0.55 
Crimp Terminals 560-003-000-111 3 78Y9696 0.28 
Contact Contact Tape Cut 560-005-000-111 5 78Y9706 0.94 
Mfg. Part No. Wire Size, AWG | Material Plating Stock No. 1-94 Plug, White, 1-1.3mm 
Pin - Crimp, Tape & Reel 560-002-000-110 2 78Y9685 1.41 
@ 173041-0001 | 16 AWG to 18 AWG | Brass Tin Plated Contacts | 08AC3659 — 560-003-000-110 3 78Y9695 0.86 
Pin - Crimp, Tape Cut 560-005-000-110 5 78Y9705 0.92 
@ 173041-0001 | 16 AWG to 18 AWG | Brass Tin Plated Contacts | 08AC3658 0.03 Receptacle, Blue, 1.3-1.7mm 
Socket - Crimp, Tape & Reel 560-002-000-411 2 78Y9692 0.15 
@ 173042-0001 16 AWG to 18 AWG Brass Tin Plated Contacts | 08AC3661 = 560-003-000-411 3 78Y9702 0.42 
Socket - Crimp, Tape Cut 560-005-000-411 5 78Y9712 0.16 
@ 173042-0001 | 16 AWG to 18 AWG Brass Tin Plated Contacts | 08AC3660 = Receptacle, Blue, 1-1.3mm 
PIM_5698430 560-002-000-410 2 78Y9691 0.61 
560-003-000-410 3 78Y9701 0.14 
Crimp Tool 560-005-000-410 5 78Y9711 0.48 
paalice Price Each Receptacle, White, 1.3-1.7mm 
Mig. Part No. With Siock None 560-002-000-211 2 78Y9688 0.61 
Ratchet 560-003-000-211 3 78Y9698 0.14 
63827-8200 | Molex ValuSeal Series 173041-0001 Pin & 173042-0001 Socket ]08AC3662| 403.54 560-005-000-211 78Y9708 0.48 
18-16AWG Contacts Receptacle, White, 1-1.3mm 
PIM_5698433 560-002-000-210 2 78Y9687 0.94 
560-003-000-210 3 78Y9697 0.14 
CABLE ASSEMBLIES 560-005-000-210 78Y9707 0.49 
Cable Cable Price Each For Use Price Each 
Length Length Mfg. Part No. Type With StockNo. | 1-4-9 
Mig:Part No: imperial Metric Soler StockiNo} tS 565-200-100 Waterproofing Cap 560 Series Connectors 7870446 0.12 
Crimp Pin - Crimp Pin, 146AWG —— : 
© 79758-2051 59" 450mm Black 08AC3663 0.89 aioe 
@ 79758-2052 11.8” 300mm Black 08AC3664 0.89 
Crimp Pin - Crimp Pin, 18AWG Price per 
@ 79758-2055 5.9” 150mm Black 08AC3667 0.89 Contact Contact | _Pkg. 
@ 79758-2056 1.8" 300mm Black 08AC3668 0.89 Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
Crimp Socket - Crimp Socket, 146AWG Pin - Crimp, TC 
© 79758-2053 59" 150mm Black 08AC3665 0.89 565-290-711 | 22 AWG to 28 AWG | Phosphor Bronze | Tin Plated Contacts | 79Y6159 0.05 
@ 79758-2054 | 11.8" 300mm Black 08AC3666 aaa 565-290-731 | 20 AWG to 22 AWG | Phosphor Bronze | Tin Plated Contacts | 79Y6163 0.04 
Crimp Socket - Crimp Socket, 18AWG Pin - Crimp, TR : 
@ 79758-2057 59" 150mm Black 08AC3669 0.89 565-290-711 | 22 AWG to 28 AWG | Phosphor Bronze | Tin Plated Contacts | 79Y6160 0.05 
© 79758-2058 | 1.8" 300mm Black 08AC3670 0.89 565-290-731 | 20 AWG to 22 AWG | Phosphor Bronze | Tin Plated Contacts | 79Y6164 0.05 
PIM 5e36316 Socket - Crimp, TC 
7 565-290-721 | 22 AWG to 28 AWG | Phosphor Bronze | Tin Plated Contacts | 79Y6161 0.04 
565-290-741 | 20 AWG to 22 AWG | Phosphor Bronze | Tin Plated Contacts | 79Y6165 sons 
Socket - Crimp, TR 
565-290-721 | 22 AWG to 28 AWG | Phosphor Bronze | Tin Plated Contacts | 79Y6162 0.05 
565-290-741 | 20 AWG to 22 AWG | Phosphor Bronze | Tin Plated Contacts | 79Y6166 0.05 
PIM_5575125 
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Price Each Price per 
Mfg. Part No. Contacts Rows Plating Stock No. 1-9+ Contact Contact Pkg. 
Header, Blue Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
560-002-420-301 2 1 Tin Plated Contacts 78Y9694 ee Socket - Crimp, Pack of 40 
560-003-420-301 4 Tin Plated Contacts 78Y9704 1.57 570-290-721P40 | 20 AWG to 22 AWG Brass in Plated Contacts | 806571 6.41 
560-005-420-301 1 Tin Plated Contacts 78Y9714 1.69 570-290-741P40 | 16AWGto20AWG | Brass in Plated Contacts | 79Y0582 5.19 
Header, White 570-290-761P40 14 AWG Brass in Plated Contacts | 79Y0584 4.82 
560-002-420-101 2 1 Tin Plated Contacts 78Y9693 0.32 Socket - Crimp, TC 
560-003-420-101 3 4 Tin Plated Contacts 78Y9703 4.57 570-290-741 16 AWG to 20 AWG Brass in Plated Contacts | 79Y6170 0.13 
560-005-420-101 5 4 Tin Plated Contacts 78Y9713 4.24 570-290-761 14 AWG Brass in Plated Contacts | 79Y6173 0.01 
PIM_5575127 Socket - Crimp, TR 
570-290-741 16 AWG to 20 AWG Brass in Plated Contacts | 79Y6171 0.17 
570-290-761 14 AWG Brass in Plated Contacts | 78T0483 0.08 
PIM_5575135 


Series 572 Wire to Wire / Wire to Board Connectors [F 0 Fl G (@) 
Z 


Plug Housing 


Features: 
@ 5.8mm Pitch, Rated Current: 10A max 


Receptacle Housing 


sealing required 
@ True Crimp and Poke Solution 


Sp 


PCB Header 


@ Fully Waterproof with Double Latch Solution @ Internal Polarization to Prevent Mismating 
@ Available in Wire-to-Wire and Wire-to-Board @ Wide range of wire sizes available 
Options © Waterproof Grade IP67 Certified 
@ Seals preassembled into housing; no external 
No. of Price Each 
Mfg. Part No. Positions Stock No. 1-9+ 
Plug, Blue 
572-001-000-300 1 78Y9752 0.09 
572-002-000-300 2 790588 1.30 
572-003-000-300 3 790590 0.24 
Plug, White 
572-001-000-100 78Y9751 0.09 
572-002-000-100 790587 1.19 
572-003-000-100 790589 0.54 
Receptacle, Blue 
572-001-000-400 79Y0586 0.25 
572-002-000-400 78Y9756 0.74 
572-003-000-400 78Y9760 1.09 
Receptacle, White 
572-001-000-200 79Y0585 1.28 
572-002-000-200 78Y9755 0.85 
572-003-000-200 78Y9759 0.84 
PIM_5575131 
Price Each 
Mfg. Part No. Contacts Rows Plating StockNo. | 1-9% _ 
Header, Blue 
572-001-420-301 1 1 Tin Plated Contacts 78Y9754 1.50 
572-002-420-301 2 1 Tin Plated Contacts 78Y9758 1.52 
572-003-420-301 3 1 Tin Plated Contacts 78Y9762 1.57 
Header, White 
572-001-420-101 1 1 Tin Plated Contacts 78Y9753 1.07 
572-002-420-101 1 Tin Plated Contacts 78Y9757 1.52 
572-003-420-101 4 Tin Plated Contacts 78Y9761 1.18 


PIM_5575133 
Price per 
Contact Contact Pkg. 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
Pin - Crimp, Pack of 40 
570-290-711P40 20 AWG to 22 AWG Brass in Plated Contacts | 79Y0467 7.41 
§70-290-751P40 14 AWG Brass in Plated Contacts | 79Y0583 4.78 
Pin - Crimp, TC 
570-290-711 20 AWG to 22 AWG Brass in Plated Contacts | 79Y6167 0.18 
570-290-731 16 AWG to 20 AWG Brass in Plated Contacts | 79Y6168 0.09 
570-290-751 14 AWG Brass in Plated Contacts | 79Y6172 0.07 
Pin - Crimp, TR 
570-290-731 16 AWG to 20 AWG Brass in Plated Contacts | 79Y6169 — 
570-290-751 14 AWG Brass in Plated Contacts | 78T0482 0.09 
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565 SERIES WATERPROOF CONNECTORS 


¢ 


Receptacle 


Features: 
@ Fully waterproof connector 


®@ Plastic latch provides locking mechanism 


Plug 


Current rating: 3 amperes maximum 
Contact resistance: 10m maximum 


FDA. 


RoHS 
Compliant 
Available 


Insulator withstanding voltage: 100 VAC rms at 


@ Plug and receptacle in 2, 3 and 5 contact positions sea level 
® Tools available for contact installation, removal, ® Insulation resistance: 1000 megohms minimum 
and crimping at 500 VDC 
@ Able to carry current up to 3A © Operating temperature: -40°C to +105°C. 
Specificatons: © Waterproof Grade 4 
© Insulator material: PBT (UL94V-0) @ Insulation diameter from .039” (1.0mm) to .067” 
© Contact material: PB / Tin plating (1.7 mm) can be accommodated using different 
@ Wire housing seal: silicone rubber wire seals and contacts 
Price Each 
Mfg. Part No. Positions Rows Stock No. 1-9+ 
Plug, 22-28AWG 
@ 565-002-000-310 1 10P9538 4.22 
@ 565-003-000-310 1 73R7120 1.51 
Receptacle, 20-22AWG 
@ 565-002-000-411 1 7870438 0.90 
Receptacle, 22-28AWG 
@ 565-002-000-410 1 03P3680 0.90 
@ 565-003-000-410 1 60M3470 1.19 
@ 565-005-000-410 1 96M1633 Ait 
PIM_208193 
Pin & Socket Contacts 
Contact Contact Tape Cut 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
Pin - Crimp, TC 
565-290-711 | 22 AWG to 28 AWG | Phosphor Bronze | Tin Plated Contacts | 79Y6159 0.05 
Socket - Crimp, TC 
565-290-721 | 22 AWG to 28 AWG | Phosphor Bronze | Tin Plated Contacts | _79Y6161 0.04 
PIM_5511466 


566 SERIES WATERPROOF CONNECTORS 


Features: 

© 2.0mm pitch, Rated Current: 2A Max 
© Fully waterproof solution 

@ Available in wire-to-wire options 

e 


Seals preassembled into housing, no external 


sealing required 
True Crimp and poke solution 
Available with wire already installed 


pecifications: 
Insulator Material: PBT (UL94V-0) 


Wire + Housing Seal: Silicon Rubber 
Circuits: 2, 3 and 4 pins 

Pitch: 2.0mm 

Rated Voltage: 250V 

Rated Current: 2A max 


eoceceeeenecee 


Waterproof caps available to cover unused holes 
Wire to board configuration also available 


FOAG: 


RoHS 
Compliant 
Available 


® Insulation Resistance: 1000 MQ minimum per 


Contact Material: Phosphor Bronze, Tin Plated 


DC 500V 


® Contact Resistance: 10 milliohms maximum 
@ Dielectric Withstanding Voltage: 1000 VAC rms 


Waterproof Grade: IP67 


© Wire Seal Insulation Internal Diameter: 1mm to 


1.25mm 
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566 SERIES WATERPROOF CONNECTORS (CONT.) 
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570 SERIES WATERPROOF CONNECTORS 


No. of Price Each Features: 
Mfg. Part No. Positions Rows Stock No. 1-9+ © Fully waterproof connector ile 
Plu ® Plastic latch provides locking Gee tinoiat 
9 mechanism and polarity Available 
@ 566-002-000-710 1 7870454 6.17 @ 5.8mm contact pacing 
@ 566-003-000-710 1 7870458 8.43 © Plug and receptacle in 2 or 3 
contact positions Yy 
@ 566-004-000-710 4 1 7870462 10.49 © Board mount style available in 1, 2 : 
Receptacle or 3 contact positions p ~*~ 
@ 566-002-000-810 2 4 78T0456 0.67 ® Contact termination options include 
crimp and P.C. tail 
© 566-003-000-810 3 d gBTOASD G99 © Tools available for contact installa. 
@ 566-004-000-810 4 1 7870464 0.42 tion, removal and crimping 
PIM_208192 © Wire crimp terminals required 
Specifications: . rd 
© Insulator material:PBT (UL94V-0) Rey F 
Pin & Socket Contacts © Contact material: Brass/tin plating 7 
- @ Wire housing seal: Silicone rubber © Rated voltage: 300V 
Contact Contact Price Each © Carry current: 10A max. ; reed refer ith PC boards up to (.063” 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ © Contact resistance: 10mO max { ean nigel ards up to (.063") 
Pin - Crimp © Operating temperature: -40°C to 105°C © P67 rating 
e 566-200-711 22 AWG to 28 AWG | Phosphor Bronze | Tin Plated Contacts | 2207265 0.40 No. of Price Each 
Socket - Crimp Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
@ 566-290-721 | 22 AWG to 28 AWG | Phosphor Bronze | Tin Plated Contacts | 0107199 0.42 Header, Through Hole 
IMSS Ta18 @ 570-002-420-101 2 5.8mm 1 86H1133 2.41 
Tape & 
568 SERIES WATERPROOF CONNECTORS (é) For Use Reel 
Zz Mfg. Part No. Description With Stock No.| 1-1-9+ 
@ 570-290-711 | Crimp Pin, 22-20AWG | 567, 568, 570 Series Waterproof Male | 2207613 0.09 
A Gein . Housings 
Compliant 
i» 7 Available PIM_87090 
ly Connector Housings 
No. of Price Each 
Mfg. Part No. Positions Rows Stock No. 1-9+ 
Plug 
# @ 570-003-000-100 3 1 2207608 451 
& &y Receptacle 
Gq @ 570-001-000-200 1 1 73R7121 2.43 
@ 570-003-000-200 3 1 22C7607 = 
PIM_5761216 


Features: 

@ Fully waterproof connector 

@ Plastic latch provides locking mechanism 
@ Plug and receptacle in 1 contact position 


Insulator material: PBT (UL94V-0) 
Contact material: Brass/tin plating 
Wire housing seal: Silicone rubber 
Carry current: 12A max. 


XN2 SERIES EASY-WIRE CONNECTORS FOR 
INDUSTRIAL COMPONENTS WITH E-CON 
SPECIFICATIONS 


OMRON. 


ELECTRONIC COMPONENTS 


© Tools available for contact installation, removal Contact resistance: 10mO max 
and crimping Operating temperature: -40°C to 105°C comnnliant 
© Wire crimp terminals required Rated voltage: 300V Available 
Specifications: IP67 rating 
No. of Price Each 
Mfg. Part No. Positions Rows Stock No. 1-9+ 
Plug 
@ 568-001-000-100 1 4 93B4422 1.64 ; Cable Plug Connector PCB Some! Connector - 
Receptacle © Housing: Black PBT resin, UL94V-0 @ Uses industry-proven spring clamps for wiring 
P © Base: Transparent PC resin, UL94V-0 ® No special tools required for easy wiring 
@ 568-001-000-200 1 1 93B4420 0.75 © Contacts: Gold plated phosphor bronze © Easy to rewire and repair 
PIM 87087 © Terminals: Tin plated phosphor bronze © Connector accepts any wire size from 28-20 AWG 
— @ Ambient operating temperature : -30°C to 75°C (0.08 mm? to 0.5 mm?) 
No. of Price Each 
Rectangular Power Contacts Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ 
Tape & Plug, Clamp 
Contact Contact Awe | AWG Reel “@ XN2A-1470 4 2mm 1 4079634 6.92 
Mfg. _ No. : a) Plating Min Max Stock No. 1-9+ Receptacle, Through Hole 
Pin, Crimp, Crimp i aa xo TANS DANS @ XN20-1371 3 2mm 1 4079639 421 
@ 570-290-711 rass in Plated Contacts 0.09 @ XN2D-1871 8 2mm 1 4079643 6.66 
PIM_5511436 @ XN2D-4471 4 2mm 4 40T9644 10.34 
PIM_197550 
Cable Seals 
Cable For Use Price Each 
Mfg. Part No. | Dia. Max. Material With Stock No. 1-9+ Vendor Approved Modification 
Without Flange 2 A 
@ 570-260-001) 2.1mm | Silicone Rubber|Edac 567 / 568 / 570 Series} 22C7609 0.11 Panel Meters and Switches designed to your specs 
Waterproof Housings Choose your own colors, text, and logo 
-260-( raf Silit Rubber} Edac 567 / 568 / 570 Series} 2207611 ss Ley A A 
Sore-2o0 002 HED PpaeES Deva ieee Waterproof Housings as aie |SO certified lab with a Certificate of Conformance included with your order 
With Flange 7 
@ 570-260-003] 2.7mm _ | Silicone Rubber}Edac 567 / 568 / 570 Series) 86H1138 0.10 Emall panoimeters@nowark.com Call 800 859 1257 
Waterproof Housings PIM_5795292 
@ 570-260-004] 3.1mm | Silicone Rubber|Edac 567 / 568 / 570 Series} 93B4423 0.11 
Waterproof Housings 
PIM_5761201 
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SMS QIKMATE TRIM TRIO™ RECTANGULAR 
PLASTIC CONNECTORS 


SOURIAU 


Esterline# 
(ConnectionTechnologies 


1.29 | 


Receptacle 


52 i 
— (13,2) cs HI 


L——_ 5 __4| 


Receptacles Strain Relief Hood 


CONNECTORS & ACCESSORIES 
PIN & SOCKET CONNECTORS 


SMS QIKMATE TRIM TRIO™ RECTANGULAR CABLE CONNECTORS WITH 
STRAIN RELIEF (CONT,) 


No. of Price Each 
Mfg. Part No. Positions Stock No. [19+ 

Plug, Cable Mount, Integrated Strain Relief Hood 

@ SMS3PDH1 3 95B8020 9.46 
@ SMS4PDH1 4 95B8023 5.99 
@ SMS6PDH1 6 95B8025 5.78 
@ SMS9PDH1 9 95B8027 5.99 
@ SMS12PDH1 12 95B8011 5.99 
Receptacle, Cable Mount, Integrated Strain Relief Hood 

@ SMS3RDH1 3 95B8021 5.83 
@ SMS4RDH1 4 95B8024 5.99 
@ SMS6RDH1 6 95B8026 7.28 
@ SMS12RDH1 12 95B8012 6.99 

PIM_48998 


SMS QIKMATE TRIM TRIOTM BOARD 


&eke SOURIAU 


e Self-mounting, no extra hardware required © Current rating: 5 to 13A per Eeinp jane MOUNT RECEPTACLES Available 
: th Helin ond sconutiea ° Stain tle hood ordered sepa ual ve 
. Operating temperature: -55°C to 105°C rately below : AY TI} Esterlines 
© Operating voltage: 250V (ConnectionTechnologies 
Use with Trim Trio™ contacts; ordered separately. 
No. of Price Each 
Mfg. Part No. Positions Stock No. 1-9+ 
Plug 
@ SMS4H-1 4 84K9573 1.99 
Plug, Cable Mount 
@ SMS2P-1 2 16F5779 1.72 Right Angle w/ Male Contacts Right Angle w/ Female 
@ SMS3P-1 3 16F5780 2.62 : cone 
@ SMS4P-1 4 84K9574 257 
@ SMS6P-1 6 16F5781 3.80 q 
@ SMS12P-1 12 16F5782 QO 
@ SMS24P-1 24 16F5783 3.02 : 
Receptacle, Cable Mount = 
@ SMS2R-1 2 16F5784 1.79 ‘= at 
@ SMS3R-1 3 16F5785 ae These PC boardmount connectors enable QIKMATE and preassembled TRIM TRIO contacts to be PC board 
@ SMS4R1 4 37B7764 171 mounted, using conventional solder production techniques. They will then mate and latch with the standard 
QIKMATE plugs. All boardmount connectors are supplied fully loaded with pin or socket contacts, either in solid 
@ SMS6R-1 6 16F5786 1.92 machined or stamped and formed contacts. Stamped and formed contact have selective tin plating on the solder 
@ SMS12R-1 12 416F5787 1.27 tails, thus eliminating flux operations. 
@ SMS24R-1 24 16F5788 72 No. of Contact Price Each 
7 Mfg. Part No. Contacts Gender Termination Stock No. 1-9+ 
For Use Price seh Plug, Solid machined contacts 
Mfg. Part No. | Description Type With Stock No.} 1-1-9+ 2 - - 
@ SMS12H-1 | 12 Positions | Strain Relief | Qikmate Panel and Cable Connectors | 16F5792 9.67 @ SMS3GE6 3 Pin hrough Hole Righ Angle SUE 4.55 
@ SMS24H-1 | 24 Positions | Strain Relief | Qikmate Panel and Cable Connectors | 16F5793 2.97 © SMS6GE6 8 Pin hrough Hole Righ Angle 7157780 7.88 
@SMS2H-1 | 2 Positions | Strain Relief | Qikmate Panel and Cable Connectors | 16F5789 = @ SMS12GE6 2 Fin hrough Hole Right Angle eS) = 
@ SMS3H-1_| 3 Positions | Strain Relief | Qikmate Panel and Cable Connectors | 16F5790 | 4.90 Receptacle, Solid machined contacts 
PIM 8500 @ SMS6GE5 6 Socket hrough Hole Right Angle 74R4530 11.62 
2 @ SMS12GE5 12 Socket hrough Hole Right Angle 74R4499 = 
SMS QIKMATE TRIM TRIO™ RECTANGULAR SSEEEnEEEEEEE 
S oO U R ] A U @ SMS3SE5K9 3 Socket Through Hole Right Angle 06W1532 4.61 
CABLE CONNECTORS WITH STRAIN RELIEF @ SMS6SE5K9 6 Socket hrough Hole Right Angle 06W1533 4.69 
pu @ SMS12SE5K9 12 Socket hrough Hole Right Angle 02P5787 9.59 
Esterlines Aneel 
(ConnectionTechnologies 
4.20mm (0.165”) PITCH PIN AND SOCKET @ 
CONNECTORS multicomp 


SMS Cable Receptacle (w/ 
strain relief hood) 


' eae 
contact cxviry corner cxvtry mre 
DeRINATION ; 
CAVITY | 
== 5a i 
Sait | 1 f] = i 
| IKexexs] if 
| | : 
| 
ho: = | 
A: a ET | i 
. t 14] 
ane 


DISCRIMINATION bende 
CAVITY 


RoHS _ 
Compliant 
Available 


SMS Cable Plug (w/ strain 
telief hood) 


‘CONTACT CAVITY 


rot 


ns 


Plugs Receptacles 


© Operating voltage: 250V 
© Current rating: 5 to 13A per 
contact 


Self-mounting, no extra hardware required 
All plastic construction 

Lightweight and economical 

Integrated strain relief for wire management 
Operating temperature: -55°C to 105°C 


Use with Trim Trio™ contacts; ordered separately. 
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Specifications: 

© Current Rating: 9.0A AC/DC Soper 
© Voltage Rating: 600V AC/DC. Available 
® Contact Resistance: 10m ohm. max. 

© Insulation Resistance: 1000M ohm. min. 

@ Withstanding Voltage: 1500V AC for one minute 
© Operating Temperature Range: -40°C to +105°C 
@ Insulator: High Temperature Plastic (UL94V-2) 
© Contacts: Tin plated Phosphor Bronze Or Brass 


No. of Price Each 
Mfg. Part No. Positions Stock No. 1-249+ 
Plug 
@ MC34505 2 02N4580 0.13 
@ MC34905 3 02N4590 0.39 
@ MC34507 4 02N4581 0.03 
@ MC34509 6 02N4582 0.07 
@ MC34511 8 02N4583 0.23 
@ MC34513 10 02N4584 0.23 
@ MC34515 12 02N4585 0.30 
@ MC34549 16 02N4587 0.06 
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CONNECTORS & ACCESSORIES 


PIN & SOCKET CONNECTORS 


4.20mm (0.165”) PITCH PIN AND SOCKET CONNECTORS (CONT.) 


No. of Price Each 
Mfg. Part No. Positions Stock No. 1-249+ 
Plug 
@ MC34891 18 02N4588 aes 
@ MC34551 20 02N4589 = 
Receptacle 
@ MC34517 2 02N4594 0.02 
@ MC34911 3 02N4604 0.43 
@ MC34519 4 02N4595 0.35 
@ MC34913 4 02N4605 _— 
PIM_119566 
Pin & Socket Contacts 
Contact Contact Price Each 
Mfg. Part No. | Wire Size, AWG Material Plating Stock No. | 1-249+ 
Pin - Crimp 
@ MC343151_ | 22 AWG to 28 AWG Brass Tin Plated Contacts | 2772913 0.08 
@ MC343152 | 18 AWG to 24AWG Brass Tin Plated Contacts | 2772914 0.08 
@ MC343153_ | 16 AWG to 16 AWG Brass Tin Plated Contacts | 2772915 0.08 
Socket - Crimp 
@ MC346771 | 22 AWG to 28 AWG | Phosphor Bronze | Tin Plated Contacts | 2772916 0.03 
@ MC346772 | 18AWG to 24 AWG | Phosphor Bronze | Tin Plated Contacts | 27172917 0.03 
@ MC346773 | 16AWG to 16 AWG | Phosphor Bronze | Tin Plated Contacts | 2772918 0.02 
PIM_5511442 


ANSI C136.41 DIMMING RECEPTACLES 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


& 


Brush Contact 


Dimming Receptacle 


Features: @ Power contacts terminated to 14AWG stranded 
© Accepts ANSI standard dimmable photocells to wire per UL1015 or UL3321 
provide a connection between the photocell and @ Signal Contacts terminated to 18AWG stranded 
the luminaire wire per UL1015 or UL3321 
@ Available with two or four dimming contacts to © Current rating 
support one or two channel dimming protocols © Power contacts:15 A max 
@ Robust twist lock contacts for a reliable power © Dimming contacts: 0.10 A max 
interconnect © Voltage rating 
© Receptacle comes pre-terminated with wire leads = @ Power contacts: 480 VAC/DC 
for ease of integration into new or existing light @ Dimming contacts: 10 VAC/DC. 
fixtures @ cUR recognized to UL 773 
@ Available with 105° and 150° C rated wire insula- © @ Power contacts: Copper Alloy, tin over nickel 
tion for varying temperature rated luminaires plating 
Specifications: © Dimming contacts: Copper Alloy, gold over nickel 
© Conforms to dimensional requirements of ANSI plating 
C136.41-2013 @ Housing: Glass filled PBT, UL 94V-0 flammability 
© Offer a 5 and 7 position version rated 
® 5 position: 3 power contacts + 2 dimming/signal Applications: 
contacts © Street and Roadway Lighting 
© 7 position: 3 power contacts + 4 dimming/signal @ Photo controls 
contacts @ Parking Lot Lighting 
Price Each 
Mfg. Part No. Contacts Plating Stock No. 1-9+ 
Receptacle, 105°C wires 
@ 2213362-3 5 Gold Plated Contacts 84X8988 7.99 
@ 2213362-4 7 Gold Plated Contacts 78X4626 = 
Receptacle, 150° C wires 
@ 2213362-1 5 Gold Plated Contacts 53X0980 = 
@ 2213362-2 7 Gold Plated Contacts 84X8987 Es 
PIM_5465842 


LIGHT-N-LOK MODULAR LATCHED 
CONNECTORS 


AUTHORIZED DISTRIBUTOR 


| wz 


Modular Receptacle 


in «< 


Receptacle 


Ya 


Plug 


> CONTINUED > 
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LIGHT-N-LOK MODULAR LATCHED CONNECTORS 
Features & Benefits: 600V - 8A Getinaian 
@ Modular Technology enables flexibility in design @ 22 AWG: UL2459 @ 600V 3A; Available 
® Tool free, easy and fast installation with poke-in UL1977 @ 600V - 3A 

contact feature © Voltage rating: 600 VAC Max. 
© Compact size design for space saving ® Dielectric strength: 2200 VAC 
© Color configurations enables easy identification © Operating Temperature: -40°C to +105°C 
© Current rating: © Durability: 10 cycles 
© 16-18 AWG: UL2459 @ 600V 5A; UL1977 @ 


These 2 position wire-to-wire connectors utilize poke-in termination which supports easy field installation as no 
tools are required. The compact design makes this connector ideal for applications where space is a constraint. 
Suitable for indoor lighting applications, this connector comes in four different colors and one modular design 
enabling ease of identification and assembly. 


Price Each 
Mfg. Part No. Contacts Plating Stock No. | 49+ 
Plug, Black 
@ 2834048-2 2 Tin Plated Contacts 99Y0327 —_ 
Plug, Natural 
@ 2834048-1 2 Tin Plated Contacts 99Y0326 = 
Plug, Orange 
@ 2834048-3 2 Tin Plated Contacts 99Y0328 0.22 
Plug, Red 
@ 2834048-4 2 Tin Plated Contacts 99Y0329 0.21 
Receptacle, Black 
@ 2834049-2 2 Tin Plated Contacts 99Y0331 0.14 
Receptacle, Modular, Black 
@ 1-2834049-2 2 Tin Plated Contacts 99Y0323 0.07 
Receptacle, Modular, Natural 
@ 1-2834049-1 2 Tin Plated Contacts 99Y0322 = 
Receptacle, Modular, Orange 
@ 1-2834049-3 2 Tin Plated Contacts 99Y0324 0.14 
Receptacle, Modular, Red 
@ 1-2834049-4 2 Tin Plated Contacts 99Y0325 as 
Receptacle, Natural 
@ 2834049-1 2 Tin Plated Contacts 99Y0330 as 
Receptacle, Orange 
@ 2834049-3 2 Tin Plated Contacts 99Y0332 —_ 
Receptacle, Red 
@ 2834049-4 2 Tin Plated Contacts 99Y0333 0.44 
PIM_5700643 


POWER SERIES 50 CONNECTORS 


ifs 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


© Color-coded modular housings @ Integral dovetails allow stacking of connectors 

© Genderless housings @ Rugged design 

TE Connectivity’s AMP Power Series 50 connectors rated at 50 A, 600 V (AC or DC). Wire size 6, 8, 10-12 
AWG. Cold headed contacts. Materials: Housing: Polycarbonate, UL 94V-0 Contacts: Copper with silver 
plating. 


No. of Price Each 
Mfg. Part No. Positions Stock No. 1-24+ 
Hermaphroditic, Black 
@ 647845-7 2 16H3166 0.77 
Hermaphroditic, Blue 
@ 647845-5 2 16H3165 2.22 
Hermaphroditic, Grey 
@ 647845-4 2 16H3164 3.05 
Hermaphroditic, Red 
@ 647845-3 2 16H3163 = 
PIM_80431 
Plug & Socket 
Price Each 
Mfg. PartNo. | Contacts | Rows Plating Termination | Stock No. 1-9+ 
Hermaphroditic, Blue 
@ 647892-5 2 1 Silver Plated Contacts Crimp 19R6901 7.50 
Hermaphroditic, Grey 
@ 647892-4 2 4 Silver Plated Contacts Crimp 16H3172 8.10 
Hermaphroditic, Red 
@ 647892-3 2 1 Silver Plated Contacts Crimp 16H3171 8.91 
Hermaphroditic, Yellow 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


PIN & SOCKET CONNECTORS 


Plug & Socket (CONT.) HELIOS H4 PLUG AND SOCKET SOLAR CONNECTORS (CONT.) sais 
e 5 5 Features ® Contact system: Machined/cold epiin liant 
@.0ATHGeS 2 : Sivel Plated Vontadis Crimp foReSNS oat @ Fully intermateable with industry standard formed contact with RADSOK® Avallable 
PIM_5511686 © Meets all new NEC 2008 requirements insert 0 
© Quick and easy secure snap lock mating @ Insulation material: PC 
@ Long-term UV and Ozone resistance @ Locking mechanism: Snap-lock, 
Rectangular Power © Low contact resistance means low power loss special unlock tool required to un-mate per 
Price Each © Crimp contacts constructed of tin-plated copper NEC2008 
Mfg. Part N ke : peed Terminati Stock N a © Cable connectors are UL, TUV, and CSA approved @ Cable strain relief: Compression gland with 
ig. Part No. omacts Enger emminaven eck) = @ Panel connectors are UL and TUV dual approval ratcheting gland nut 
Hermaphroditic, Blue Specifications © Degree of protection: IP68 (1 meter, 1 hour) mated 
© 647893-5 2 Pin, Socket Crimp 19H0527 Be © Rated voltage: 1000V (IEC/CEI), 600V(UL) © Safety class: II (IEC61140) 
Hl hroditic, Gi © Test voltage: 6kV for 1 minute, 10kV impulse © Pollution degree: 2 (IEC60664) 
ermapnroditic, Urey (1.2/50uS)(IEC) © Overvoltage category: Ill (IEC60664) 
@ 647893-4 2 Pin, Socket Crimp 16H3174 = © Typical contact resistance: 0.25 mO @ Flame class: UL94-V0 
Hermaphroditic, Red © Contacts: Tin plated copper @ Ambient temperature range: -40°C to +90°C 
@ 647893-3 2 Pin, Socket Crimp 16H3173 4.55 The Helios™ H4 Cable connector is the premiere solar connector in the market today. It carries more amps, has 
PIM-s1l68 a higher IP rating, and is fully intermatable with the industry standard connector. Meets the NEC 2008 standard 
7 “as is” no additional components required. The Helios™ H4 Panel connector is designed for applications that 
use solar inverters and combiner boxes. The panel connector meets NEC 2008 requirements without the need 
Rectangular Power Contacts for extra locking collars or locking sleeves. 
Price Each Price Each 
Contact Contact AWG | AWG -——— Mfg. PartNo. | Contacts | R Plati Termination | StockNo. | 1-9 
Mfg. Part No. | Material Plating Min Max Stock No. 1-9+ Pig ane rr — = ag — pee 
Fin, Socket, Grim, : H4CMME6DI 1 1 Tin Plated Contacts Crimp 508939 2.04 
@ 647879-1 Copper | Silver Plated Contacts | 12AWG | 10AWG | 16H3170 0.68 Pug AWG 
@ 647877-1 Copper | Silver Plated Contacts aid 6 AWG 16H3168 0.57 srr r r Tin Plated Contacis Gam G7R3199 
@ 647878-1 Copper | Silver Plated Contacts te 8 AWG 16H3169 1.32 Plug, 14 AWG P Ear 
ug, 
PIM_5511685 H4CMC2DI 1 1__ | Tin Plated Contacts Crimp 67R3196 1.91 
Plug, 14 AWG, M12 
ET POWER CONNECTORS H4CMM2DI 1 1 | Tin Plated Contacts Crimp 5078937 1.96 
= TE Plug, Receptacle, Branch Connector, Plug-Plug-Receptacle 
j @ H4YX 3 1 Tin Plated Contacts Crimp 83T7099 10.24 
AIOE oe nace Plug, Receptacle, Mated Pair, 10 AWG 
Gee tinpian HACPC6D 1 1 | TinPlated Contacts [ Crimp 67R3194 | 4.91 
Available Plug, Receptacle, Mated Pair, 10 AWG, M12 
H4CPM6D) 1 1 Tin Plated Contacts Crimp 5078942 — 
Plug, Receptacle, Mated Pair, 12 AWG 
H4CPC4D 1 1 Tin Plated Contacts Crimp 67R3200 4.64 
Features © Positive metal latch retention Plug, Receptacle, Mated Pair, 12 AWG, M12 
@ Right-angle and vertical mounts available © Up to 30 Amps per contact H4CPMA4D! 1 4 Tin Plated Contacts Crimp 5078941 ae 
© Low profile right-angle connector = 8 mm above Specifications 
pcb © Housing: Black glassfilled thermoplastic, UL Plug, Receptacle, Mated Pair, 14 AWG - - 
@ 14-10 AWG wire range 94V/-0 rated H4CPC2D! 1 1 Tin Plated Contacts Crimp 67R3197 5.05 
© Refer to current v temp rise graphs for current © Latch: Stainless Steel Plug, Receptacle, Mated Pair, 14 AWG, M12 
capability @ Power contacts: Gold plated Copper alloy : z 
© Coding contacts for sense function H4CPM2D 1 1 Tin Plated Contacts Crimp 50T8940 6.14 
Designed for low-profile power distribution units requiring small form factor connector with high current, the Receptacle, 10 AWG, M12 
ET power connector is a low loss, highly reliable and cost effective solution for cable-to-pcb applications. The H4CFM6D: 1 1 Tin Plated Contacts Crimp 5078936 2.46 
connector is available in both a vertical mount and a right-angle mount, which stands at just 8 mm off of the 
board. A unique feature of the ET power series is integrated coding contacts which allow different electronic Receptacle, 12 AWG, M12 = - 
functions such as sense and enable to be designed into the PDU electronics with activation on full insertion of HA4CFM4D) 1 1 Tin Plated Contacts Crimp 5078935 eae 
the cable connector. Crimp contacts from the industry proven “Standard Power Timer” range for use with 14 , 12, Receptacle, 14 AWG 
and 10 AWG wire. The cable connector has a positive latching mechanism providing no accidental un-mating HACEC2D 1 1 Tin Plated Contacts Crimp 67R3195 2A 
even with pull forces up to 100N. 43 
Tape Cut Receptacle, 14 AWG, M12 
No. of in P i 
Mig. Part No. Contacts Rows Stock No. 1-244 H4CFM2DI 1 1 Tin Plated Contacts Crimp 5078934 = 
Header, Through Hole, Right Angle, Without Coding Contacts For Use Price Each 
@ 1982295-2 2 1 2570308 3.38 Mfg. Part No. Description With Stock No. 1+ 
Header, Through Hole, Vertical, With Coding Contacts H4TROOOO Ring Tool Amphenol Solar Connectors 67R3204 = 
@ 2042274-1 2 4 2570312 5.28 H4TS0000 Strip Tool Helios H4 Solar Connectors 1473670 | 132.29 
Header, Through Hole, Vertical, Without Coding Contacts @ PV-670509-000 Strip Tool Amphenol Helios H4 Solar} 67R3202 87.52 
Connector Cables 
@ 2042274-2 2 1 2570313 2.03 - - - 
= = H4TU0000 Universal Unlocking Tool | Amphenol Helios H4 Solar Plug and} 1473671 0.39 
Plug, Solder, Cable Connectors, With Left Coding Key Only Socket Connectors 
@ 1982299-2 2 1 2570310 2.12 H4TWwo0002 Wrench Tool Helios H4 Connectors 8777303 7.12 
Plug, Solder, Cable Connectors, Without Coding Keys PIM. 176240 
@ 1982299-4 2 1 2570311 1.09 
Plug, Solder, Cable Connectors, With Right Coding Key Only Electrical Tool Kit 
@ 1982299-1 2 1 2570309 1.36 - 
PIM_192414 | Price Each” 
Mfg. Part No. Description Stock No. 1-4+ 
@ H4TKO000 Helios H4 Tool Kit 8377098 — 
HELIOS H4 PLUG AND SOCKET SOLAR Amphenol® | tissisrs 
CONNECTORS Industrial 
Ce re a SOLARSPEC™ DC CONNECTORS molex 
Cable Receptacle Cable Plug Rot ant 
Panel Receptacle Available 
Panel Plug 
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PIN & SOCKET CONNECTORS 
™ 

Oa EC iby be CONNECTORS a Para resistance: 1000 MO min. RADLOK POWER INTERCONNECT PRODUCTS Amphenol kd 
© Contact: Silver plated copper alloy © Operating Temperature: -40°C to +85°C. Industrial 
© Voltage (max.): Cable mount: 600 VDC; Panel @ Panel connector IP rating: IP2X (unmated), IP67 

mount 1000 VDC (mated) 
© Current (max.): 30 A with 6.00mm?/10 AWG cable @ Halogen Free 
© Contact resistance: 5 mO max. © Glow Wire Compliant 


@ Dielectric withstanding voltage: 2200 VDC 

Molex's innovative SolarSpec™ pin (male) and socket (female) DC connectors are rugged and durable, IP67- 
sealed, SolarSpec™ DC connectors. They feature simple snap-lock mating and an internal locking mechanism 
for superior safety. Cable connectors are designed for direct connection to solar junction boxes, field 
installations and PV grid wiring. Panel mount connectors are intended for inverter applications and feature the 
same mating interface as standard Molex Solar-Spec™ DC connectors. There is no sealing grommet required 
on the panel side; the retention features in the housing are different and crimp terminals cannot be interchanged Feed-Thru Pin 
between different Molex DC connectors. 


Tubular Lug Connector 


No. of as Voltage Rating: 1000V RoHS nrg = 
ae meres ol @ Voltage Rating: @ RoHS complian' 
Mfg. Part No. Rosiions ae piconiNG! oo © Current Rating: 70A - 400A @ Available in Black, Red, Orange (custom coloring 
Plug, 10-12 AWG © Tool-Free Mechanical Locking available) 
@ 130244-0202 1 1 2275556 = ® High cycle durability (500 mating cycles) 
Plug, 14 AWG Power Interconnect products in today’s market often require additional mounting hardware (e.g. washers, 
© 130244-0204 1 7 2275558 clamps, bolts, nuts, etc.) making them prone to costly labor expenses for installation and routine maintenance. 
= — Paired with Amphenol's RADLOK PIN, the single finger operation lock feature allows end users to connect any 
Plug, Panel Mount power distribution/storage system in a quick and secure manner. The RADLOK™ product line is the answer to 
@ 933010201 1 { 7772672 235 industries where a custom, reliable, easy to install, rugged, and cost effective solution is required. 
Receptacle, 10-12 AWG Current Termination Price Each 
@ 130244-0201 1 1 2275555 3.38 Mfg. Part No. Gender Rating Type Stock No. 1-24+ 
Receptacle, 14 AWG Cable Mount, Tubular Connector, Black 
@ 130244-0203 1 1 2275557 = @ RL01001-50BK Receptacle 200A Crimp 37X7744 = 
Receptacle, Panel Mount @ RLO1001-70BK Receptacle 250A Crimp 37X7747 16.91 
@ 933010101 1 1 7772671 2.66 @ RL01001-95BK Receptacle 300A Crimp 37X7750 19.07 
Price per @ RLO1201-120BK Receptacle 400A Crimp 37X7753 34.29 
For Use Pkg. Cable Mount, Tubular Connector, Orange 
Mfg. Part No. | Description With Stock No.| 1-1-9+ @ RL01001-50 Receptacle 200A Crimp 37X7743 16.31 
@ 63823-6400 | Crimp Tool | Molex SolarSpec 130196, 130197, 93302 & 93303| 2975825 | 419.28 @ RLO1001-70 Receptacle 250A Crimp 37X7746 16.82 
14-10AWG PV Solar Terminals @ RLO1001-95 Receptacle 300A Crimp 37X7749 477 
@ 130203-1290 | Unlock Tool SolarSpec DC Connectors 2975819 a5 @ RLO1201-120 Receptacle 400A Crimp 37X7752 30.75 
PIM_194840 Cable Mount, Tubular Connector, Red 
@ RLO1001-50RE Receptacle 200A Crimp 37X7745 19.07 
Plug & Socket @ RLO1001-70RE Receptacle 250A Crimp 37X7748 15.91 
Price Each @ RLO1001-95RE Receptacle 300A Crimp 37X7751 14.67 
Mfg. PartNo. | Contacts | Rows Plating Termination | Stock No. 1-9+ @ RL01201-120RE Receptacle 400A Crimp 37X7754 34.29 
Plug, 10-12 AWG Cable Mount, Tubular Connector Cable Assembly, 3.6 RADLOK®, Black 
@ 130244-1202 1 1 Silver Plated Contacts Crimp 2275560 = @ RL00361-10BK Receptacle 70A Crimp 37X7732 10.27 
Plug, 14 AWG Cable Mount, Tubular Connector Cable Assembly, 3.6 RADLOK®, Orange 
@ 130244-1204 1 1 | Silver Plated Contacts Crimp 2275562 = @ RLO0361-10 Receptacle 70A Crimp 37X7731 9.22 
Receptacle, 10-12 AWG Cable Mount, Tubular Connector Cable Assembly, 3.6 RADLOK®, Red 
@ 130244-1201 1 1 _| Silver Plated Contacts Crimp 2275559 = @ RL00361-10RE Receptacle 70A Crimp 37X7733 10.50 
Receptacle, 14 AWG Cable Mount, Tubular Connector Cable Assembly, 5.7 RADLOK®, Black 
@ 130244-1203 1 1 | Silver Plated Contacts Crimp 2275561 ae @ RL00571-25BK Receptacle 120A Crimp 37X7735 5.40 
PIM_5511464 Cable Mount, Tubular Connector Cable Assembly, 5.7 RADLOK®, Orange 
@ RL00571-25 Receptacle 120A Crimp 37X7734 11.51 
Pin & Socket Contacts Cable Mount, Tubular Connector Cable Assembly, 5.7 RADLOK®, Red 
- @ RL00571-25RE Receptacle 120A Crimp 37X7736 9.93 
Wires is Sioa AWG ae yee ee cee Cable Mount, Tubular Connector Cable Assembly, 8.0 RADLOK®, Black 
5; a art o : ire Size, jaterial ating tock No. -O+ @ RL00801-35BK Receptacle 150A Crimp 37X7738 SOHO 
in - Crimp, Chain : 
@ RL00801-50BK Receptacle 200A Crim 37X7741 12.0 
@ 933020003 14 AWG Copper Alloy | Silver Plated Contacts | 7712673 — e u e 
© 933020004 JOAWG to 12 AWG | Copper Alloy | Silver Plated Contacts | 7772674 =a Cable Mount, Tubular Connector Cable Assembly, 8.0 RADLOK®, Orange 
Pin - Crimp, EA @ RL00801-35 Receptacle 150A Crimp 37X7737 6.54 
- : = @ RL00801-50 Receptacle 200A Crimp 37X7740 9.90 
: 10 AWG to 12 AWG | Ci Al Silver Plated C 2975814 = 
= _ _ 7 aa — = = = ry = = — = = 2975815 Cable Mount, Tubular Connector Cable Assembly, 8.0 RADLOK®, Red 
Pin «Cri : TC —— = @ RL00801-35RE Receptacle 150A Crimp 37X7739 10.14 
in - Crimp, : 
@ RL00801-50RE R 200A Cc 37X7742 dl 
© 130196-0315 14 AWG Copper Alloy | Silver Plated Contacts | 2275552 = bal dark Fenda =_ amp 208 
‘ a a AWG (0 12 AWG | Copper Alloy | Silver Plated Contacts | 2275551 ss © RL9057-103-F1 Pug T20A Soon IXTTSE =m 
ocket - Crimp, Chain 
@ RL9080-103-F1 Plu 200A Screw 37X7760 9.63 
@ 933030003 14 AWG Copper Alloy | Silver Plated Contacts | 77172675 _ @ RL9100-103-F1 D a 300A Siew BIXT762 ais 
eee L9100-103- : 
x pe — AWG to 12 AWG | Copper Alloy | Silver Plated Contacts | 7772676 ae © RL9120-103-F1 Plug 700A Suew BIX7764 = 
oon rms : @ RL9036-103-F1 Plug 70A Screw 37X7756 = 
@ 130197-0325 | 10 AWG to 12 AWG | Copper Alloy | Silver Plated Contacts | 29T5816 0.10 Panel Mount, Standard 
= —— aa 14 AWG Copper Alloy | Silver Plated Contacts | 2975817 fee © R19057-103 Plug 120A Sunn BINTTST BE 
7 a = a 14 AWG Copper Alloy | Silver Plated C 22775554 @ RUS080103 Plug uy Screw SOS ee 
- TO AWG EID ANG — a al = = 7 - : — = BaTERE — @ RL9100-103 Plug 300A Screw 37X7761 = 
© BOTT Oss Z Ore or — @ RL9120-103 Plug 400A Screw 37X7763 8.70 
ees @ RL9036-103 Plug 70A Screw 37X7755 = 
PIM_212194 
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CONNECTORS & ACCESSORIES 


TRU-LOC® RUGGED ENVIRONMENT CONNECTORS Amphenol® RADSOK® SMT RADSERT™ CONNECTORS Amphenol? 
Industrial s Industrial 
RoHS - ae RoHS 
Compliant = “ i> =, Compliant 
Available ig - it » i eB imp 
- Us , 
Features: many points of contact 
@ The SMT RADSERT™ is preferred for PCB @ The SMT RADSERT™ is compatible with standard 
PLUG RECEPTACLE applications for efficient current transmission and surface board mount board fabrication processes 
; ease of application @ RADSERT™ 2.4mm (35A), 3.0mm (60A), 3.6mm 
Features: ; © 13 Amp current rating © High power to board interconnect in a small (70A), 5.7mm (120A) & 8.0mm (200A) 
@ 2,4, or 6 pin connector with 1.5mm RADSOK®- @ Insulation resistance can meet 100 M Ohms package © No special crimp tools required 
featured contacts © Matting force less then 70N © Perfect for mezzanine applicaitons © No threaded fasteners 
© Plug body with secondary latch © Contact retention between 60~80N @ RADSOK® Ré4 hyperbolic socket design ensures © Faster through-put 
@ Fluoroelastomer main joint seal and silicone rubber @ Operating temperature can meet -40°C to +125°C, 


i : Amphenol’s RADSOK® enabled SMT RADSERT™ provides a versatile interconnect for high current/high 
é Dil eornarrel deel Ha rating 4600 Vac RMS 7 He te hae per pi power board to board mezzanine applications. The SMT RADSERT™ is ideal for bringing power to the 

ielectric withstanding voltage is oe urability is 20 mating cycles board from mezzanine cards or busbars suspended above the board. Custom board stack heights are easily 
The Tru-Loc connection system features Amphenol's exclusive RADSOK® contact system. The new Tru-Loc accommodated. 


connector series is designed to perform in demanding environments, such as under valve covers on diesel RADSERT™ interconnects are low profile, single point, high current contacts that can be applied to a PCB or 
engines and in high vibration sensor applications. Tru-Loc features a molded thermoplastic main plug body —_ busbar. Also available with “Super Twist” technology for enhanced lead in and radial mis-alignment tolerance 
with secondary latch and a fluoroelastomer main joint seal that is resistant to many fluids, including diesel fuel. to accommodate multiple mating positions or blind mate applications. RADSERT™ termination options include 
No. of Price Each SMT, knurl “Press-fit’ or wave solder with a current carrying capability up to 200A. 
Mfg. Part No. Positions Stock No. 1-94 Current Termination Price Each 
Plug Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
@ 10-838275-000 2 54X3854 ey Panel Mount, Non Super Twist, Crimp RADSOK® Receptacle Contacts 
@ C10-838275-002 2 84X8107 2.00 10-737422-001 Receptacle 120A Crimp 84Y3109 = 
@ 10-707003-002 4 54X3841 2.40 10-737424-001 Receptacle 200A Crimp 84Y3110 4.36 
Plug, A Key 10-737419-001 Receptacle 35A Crimp 84Y3106 = 
@ 10-707508-02A 6 54X3842 5.07 10-737420-001 Receptacle 60A Crimp 84Y3107 1.56 
Plug, B Key 10-737421-001 Receptacle 70A Crimp 843108 = 
@ 10-707508-02B 6 54X3843 4.52 Panel Mount, Super Twist, Above Board SMT RADSOK® 
Plug, C Key 10-737498-001 fe 120A Surface Mount 84Y3118 3.06 
@ 10-707508-02C 6 54X3844 0.36 10-737495-001 er 35A Surface Mount 84Y3115 2.19 
Plug, D Key 10-737496-001 ie 60A Surface Mount 84Y3116 1.64 
@ 10-707508-02D 6 54X3845 4.43 10-737497-001 sh TOA Surface Mount 84Y3117 1.99 
Receptacle Panel Mount, Super Twist, Bus Bar Knurled RADSERT™ 
@ 10-707516-001 2 54X7466 1.37 10-737503-001 me 120A ass 84Y3122 oes 
@ 10-707517-001 4 54X3852 a 10-737504-001 ed 200A ae 84Y3123 10.61 
Receptacle, A Key 10-737500-001 dd 35A vl 84Y3119 2.81 
@ 10-707509-00A 6 54X3846 = 10-737501-001 ai 60A = 84Y3120 2.84 
Receptacle, B Key 10-737502-001 fe 70A i 84Y3121 3.88 
@ 10-707509-00B 6 54X3847 4.79 Panel Mount, Super Twist, Crimp Pin, Male Pins 
Receptacle, C Key 10-737416-178 Plug 120A Crimp 84Y3104 = 
@ 10-707509-00C 6 54X3848 1.73 10-737418-245 Plug 200A Crimp 84Y3105 3.01 
Receptacle, D Key 10-737413-095 Plug 35A Crimp 84Y3101 1.83 
@ 10-707509-00D 6 54X3849 1.79 10-737414-138 Plug 60A Crimp 843102 1.15 
For Use Price Each 5 10-737415-153 Plug 70A L Crimp 84Y3103 2.76 
Mfg. Part No. Type With Stock No.| 4-1-9+ anel Mount, Super Twist, Female Thread, Male Pins 
“@C10-838137-01D | Wire Seal| Amphenol Tru-Loc Plug Connectors | 84xe106| 10-737398-178 Plug 120A Screw 84Y3089 5.04 
@ 10-838137-00D | Wire Seal|Tru-Loc Plug Connectors with Insulated Wires] 54X3853 = 10-737400-245 Plug 200A Screw 84Y3090 1.18 
with Insulation Between 1.2-2.1MM 10-737396-138 Plug 60A Screw 84Y3087 0.14 
PIM_212364 10-737397-153 Plug 70A Screw 84Y3088 0.49 
Panel Mount, Super Twist, Knurl Press Fit, Male Pins 
Rectangular Power Contacts 10-737410-178 Plug 120A Press Fit 84Y3099 O71 
10-737412-245 Plug 200A Press Fit 84Y3100 5.87 
ssc Contact WG: | 2G jitape Guth) 10-737407-095 Plug 35A Press Fit 84Y3096 1.38 
Sin Ces No. Material Plating Min Max | StockNo.} 1-249+ TASaTAOEGE Plug SDA Press Fit EAE niga 
© C10-730764-002 | Copper Alloy | Gold Plated Contacts | 20 AWG | 18 AWG | 84X8105 = LON STAU 193 __Plug 106 | Presse Saxs088 = 
© C10-730764-002 | Copper Alloy | Gold Plated Contacts | 20 AWG | 18AWG | B4xB104 | 0.07 Panel Mount, Super Twist, Male Thread, Male Pins 
© 10-707515-002 | Copper Alloy | Gold Plated Contacts | 18 AWG | 16 AWG | 54X3850 0.42 eee ; — — awa ao 
@ 10-707515-002 | Copper Alloy | Gold Plated Contacts | 18 AWG | 16 AWG | 54X3851 0.73 - 
Socket, Crimp, 10-737401-095 Plug 35A Screw 84Y3091 0.42 
© C10-730179-002 | Copper Alloy | Gold Plated Contacts | 20AWG | 18AWG | 84X8100 | 2.50 ——s - = _ —- oe = 
@ C10-730179-002 | Copper Alloy | Gold Plated Contacts | 20 AWG | 18 AWG | 84X8101 = - - - : 
@ 10-730605-002 | Copper Alloy | Gold Plated Contacts | 18 AWG | 16 AWG | 84x8103 = Panel Mount, Super Twist, Solder Pin, Male Pins 
10-737585-178 Plug 120A Solder 84Y3127 3.38 
—— 10-737582-095 Plug 35A Solder 843124 1.63 
. 10-737583-138 Plug 60A Solder 84Y3125 aes 
Sonya 10-737584-153 Plug 70A Solder 843126 = 
For Use |PriceEach = “Panel Mount, Super Twist, Thru Board SMT RADSOK® 
Mig. Part No. With StocKINO a a 10-737493-001 7 120A | Surface Mount | _ e4v3114 481 
Hand 10-737490-001 = 35A Surface Mount | 84Y3111 = 
—©10-730600-000_|_ Amphenol Tru-Loc 18-16AWG RADSOK Contacts [ENG AS023 mmEIaa 10-737491-001 as 60A Surface Mount 84Y3112 — 
@ C10-708354-000 Amphenol Tru-Loc 20AWG RADSOK Contacts 84X8098 = 10-737492-001 — 70A Surface Mount B4Y3113 ma 
PIM_5761363 


PIM_5535282 
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PIN & SOCKET CONNECTORS 


369 SERIES RECTANGULAR CONNECTORS (CONT.) 


AWG Contact Price Each 
Mfg. Part No. Max Plating Stock No. 1-9+ No. of Price Each 
Crimp, Pin Mfg. Part No. Positions Stock No. 1-9+ 
@ 10-729867-082 8AWG Nickel Plated Contacts 41Y6444 1.67 Receptacle, B Key, For Socket Contacts 
@ 10-729867-081 8AWG Silver Plated Contacts 416443 1.90 @ D369-R33-BS0 76X4335 34.94 
@ 10-729867-083 8AWG Tin Plated Contacts 4176445 = @ D369-R66-BS0 76X4343 37.14 
@ 10-729936-122 12AWG Nickel Plated Contacts 416447 0.52 @ D369-R99-BSO 76X4353 40.23 
@ 10-729936-121 12AWG Silver Plated Contacts 41Y6446 0.59 Receptacle, C Key, For Socket Contacts 
@ 10-729936-123 12AWG Tin Plated Contacts 41Y6448 0.54 @ D369-R33-CSO 76X4337 38.72 
@ 10-729936-162 16AWG Nickel Plated Contacts 41Y6450 0.41 @ D369-R66-CSO 76X4345 49.09 
@ 10-729936-161 16AWG Silver Plated Contacts 41Y6449 0.57 @ D369-R99-CSO 76X4355 32.21 
@ 10-729936-163 16AWG Tin Plated Contacts 41Y6451 0.51 Receptacle, D Key, For Socket Contacts 
Crimp, Socket @ D369-R33-DS0 76X4339 25.44 
@ 10-730401-082 8AWG Nickel Plated Contacts 4176453 = @ D369-R66-DSO 76X4347 37.14 
@ 10-730401-081 8AWG Silver Plated Contacts 416452 2.29 @ D369-R99-DSO 76X4357 37.98 
@ 10-730401-083 8AWG Tin Plated Contacts 41Y6454 = Receptacle, Normal Key, For Pin Contacts 
@ 10-730402-122 12AWG Nickel Plated Contacts 41Y6456 0.72 @ D369-R33-NPO 3 11X2658 = 
@ 10-730402-121 12AWG Silver Plated Contacts 4176455 0.86 D369-R66-NPO 6 89W0665 29.40 
@ 10-730402-123 12AWG Tin Plated Contacts 41Y6457 0.72 @ D369-R99-NPO 9 11X2659 = 
@ 10-730402-162 16AWG Nickel Plated Contacts 41Y6459 0.73 Receptacle, Normal Key, For Socket Contacts 
@ 10-730402-161 16AWG Silver Plated Contacts 41Y6458 0.91 @ D369-R33-NSO 3 11X2660 = 
@ 10-730402-163 16AWG Tin Plated Contacts 416460 = @ D369-R66-NSO 6 76X4349 47.92 
Crimp, Socket, Radsok @ D369-R99-NSO 9 11X2662 = 
@ 10-730526-081 8AWG Silver Plated Contacts 41Y6461 2.93 For Use Pricelesch 
@ 10-730742-121 12AWG Silver Plated Contacts 41Y6462 1.80 Mfg. Part No. Type With StockNo. | 1-1-9+ 
PIN 5465643 @ D369-STB-3 | Backshell | Deutsch 369 Series 3 Position Connectors | 76X4360 = 
D369-STB-6 Backshell Deutsch 369 Series 6 Position Connectors 76X4361 = 
369 SERIES RECTANGULAR CONNECTORS an =» TE @ D369-STB-9 Backshell | Deutsch 369 Series 9 Position Connectors | 45X6377 es 
= PIM_5465309 
connectivity 
DEUTSCH Rectangular Power Contacts 
Contact Contact AWG AWG Price Each 
Mfg. Part No. Material Plating Min Max Stock No. 1-9+ 
Features: © Mounting of inline with cable-tie Pin, Crimp, 
© 3,6 and 9 way configurations © Button latching mechanism @ 38941-22 Copper Alloy | Gold Plated Contacts 28AWG | 22AWG | 08X6577 0.77 
© Based on existing ARINC 809 / EN4165 © Color-coded keyed shells Socket, Crimp, 
© Composite materials © Scoop-proof interface 
© Robust design © Military standard AS39029 contacts @ 38946-22 Copper Alloy | Gold Plated Contacts | 28AWG | 22AWG | 85R4024 = 
© Fully sealed cable and mating interface @ Latch security feature PIM_5528035 


TE Deutsch 369 series connectors has been developed to provide a range of high reliability, lightweight, 


compact and cost efficient connectors suited to aerospace and other harsh environment applications. The 
product is particularly suited to civil aerospace cabin systems applications and is based on the successful 300 SERIES MULTI-DENSITY ROH 7 
Deutsch ARINC 809/EN4165 single module connector. The 369 series is designed for applications where fewer PLUGS AND SOCKETS qi Avalabie Cl ne 
contacts are needed in each connector and shielding is unnecessary. CONNECTIVITY SOLUTIONS 
5 abel group 
No. of Price Each 
Mfg. Part No. Positions Stock No. 1-9+ 
Plug, A Key, For Pin Contacts 
@ D369-P33-AP0 3 66X1554 23.07 
@ D369-P66-APO 76X4317 29.90 
@ D369-P99-APO 76X4326 36.70 
Plug, B Key, For Pin Contacts Plug - 180° Cable Clamp Socket - 180° Cable Clamp 
@ D369-P33-BP0 3 76X4310 29.06 
@ D369-P66-BPO 76X4319 29.78 
@ D369-P99-BPO 76X4328 24.86 
Plug, C Key, For Pin Contacts 
@ D369-P33-CP0 3 76X4312 25.18 & 
@ D369-P66-CP0 76X4321 41.48 Socket - 180° Cable Clamp 
@ D369-P99-CP0 76X4330 = Socket - 180° Cable Clamp with Keeper 
Plug, D Key, For Pin Contacts ee 
ag: y 300 series multiple density brass plugs and phosphor bronze sockets available with angle brackets, deep 
© D369-P33-DPO 3 76X4314 29.06 brackets for recess mounting, 90° cable clamp or 180° cable clamp with or without lock/keeper. Polarized for 
@ D369-P66-DPO 6 76X4323 29.78 interconnecting power and signal carrying circuits in cable-cable and cable-panel applications. Thermoplastic 
_P99-NPI 76X4332 hoods rated UL94V-0. CSA certified. Current: 10A. Withstanding: 730VACrms. Temperature rating: +105°C. 
S.Ds6F F8e-DFO - 21ESS) For deep brackets, replace “AB” suffix with"DB”. Other styles and terminations available; go online or call. 
Plug, Normal Key, For Pin Contacts BIER 
@ 0369-P33-NPO 3 66X1556 = No. of Contact ee 
Mfg. Part No. Contacts Gender Termination Stock No. 1-24+ 
@ D369-P66-NPO 76X4325 29.90 Plug 
-P99-NPI 9 44X1548 
© D369-P99-NPO Sei) @ P-303H-CCTL 3 Pin Solder 11M5832 23.35 
Plug, Normal Key, For Socket Contacts = 
© D369-P33-NSO 3 76X4316 Eig: 100 Gabe Sian 
EeGIGI TaWORES = @ P-302H-CCT 2 Pin Solder 026069 30.32 
———— gue @ P-303H-CCT 3 Pin Solder 11M5831 12.02 
@ D369-P99-NSO 9 76X4334 = : 
R tacle, A Key, For Socket Contact @ P-304H-CCT 4 Pin Solder 11M5835 25.34 
eceprac’e, A Ney, For sooner onmacs © P-306H-CCT 6 Pin Solder 11M5839 3.27 
@ D369-R33-AS0 3 66X1558 31.76 : 
© 0369-Re6-AS0 76X4341 P-310-CCT 10 Pin Solder 39F285 6.03 
= eet 5 TaXEGRt ibe P-312-CCT 12 Pin Solder 39F286 4.30 
— ae P-315-CCT 15 Pin Solder 39F287 9.59 
Plug, 180° Cable Clamp with Lock 
@ P-304H-CCTL 4 Pin Solder 11M5836 17.22 
> CONTINUED > > CONTINUED > 
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PIN & SOCKET CONNECTORS 


300 SERIES MULTI-DENSITY PLUGS AND SOCKETS (CONT.) 126 SERIES MINIATURE 
ara re PriceEach. +40 HEXAGONAL CONNECTORS (CONT.) 

Mfg. Part No. Contacts Gender Termination Stock No. 1-24+ No. of Contact Contact Price Each 
Plug, Angle Brackets Mfg. Part No. Contacts Plating Material Stock No. 1-24+ 
@ P-302H-AB 2 Pin Solder 11M5827 = Panel Mount Receptacle, Steel Body, BGH Key 
@ P-304H-AB 4 Pin Solder 11M5834 11.96 @ 126-223 5 Gold Copper Alloy 42FX121 45.94 
Receptacle, 180° Cable Clamp with Keeper @ 126-196 ‘ij Gold Copper Alloy 42FX123 52.17 
@ S-304H-CCTK 4 Socket Solder 12M1397 = @ 126-222 9 Gold Copper Alloy 42FX125 59.17 

PIM_8676 PIM_9060 
COMMERCIAL PLUGS 


2400 SERIES MULTIPLE DENSITY SOLDER LUG/ 
SOLDER EYELET = 
PLUGS AND SOCKETS 


CONNECTIVITY SOLUTIONS 
yp 
abel group 


RoHS 
Compliant 
Available 


P2406AB 


For medium use in cable-to-cable and cable-to-panel applications. Polarized to prevent wrong-way insertion. 
Brass plug, phosphor bronze socket. Contact plating: cadmium. Plug prongs are 0.250"(6.35) wide, 0.055"(1.40) 
thick. Black molded phenolic insulation material. Formed metal hood with dielectric liner to prevent shorting. 


Cable clamps of zinc and clear irridite-plated steel used for strain relief. Current rating: 15A. Withstanding 
voltage: 1700VAC rms. UL recognized, CSA certified. To order plugs and sockets with cable clamp at 90° simply 
change mfg. part no. suffix CCT to CCE; to order plugs and sockets with deep brackets for recessed mounting 
change suffix to DB; for plugs and sockets with shallow bracket for flush mounting change suffix to SB. 
No. of Contact Price Each 
Mfg. Part No. Contacts Gender Termination Stock No. 1-24+ 

Plug 

@ P-2404H-CCT Solder 411M5814 55.49 

@ P-2406H-CCT Solder 11M5817 55.39 

@ P-2408H-CCT 8 Pin Solder 11M5820 39.48 

Receptacle 

@ S-2404H-AB Socket Solder 12M1374 4.90 

@ S-2406H-CCT Socket Solder 12M1378 45.78 

@ S-2408H-CCT 8 Socket Solder 12M1381 27.58 
PIM_8744 


126 SERIES MINIATURE 
HEXAGONAL CONNECTORS 


e7C al 


COOPER Interconnect 


A H 


41-108 


126-1427 


126-1083 


ge 
COOPER Interconnect 


RoHS _ 
Compliant 
Available 


Black phenolic plugs for use as chassis connectors, with plug-in units or as cable connectors. Mfg. part nos. 
86-CP8 and 86-CP11 have center guide post; mfg. part nos. 86-CP4 and 86-CP6 are polarized without center 
guide post. Order caps separately. 


No. of Price Each 

Mfg. Part No. Pins Stock No. 1-24+ 
@ 86-CP4 4 Pins 42F030 = 
@ 86-CP6 6 Pins 42F032 = 
@ 86-CP8 8 Pins 42F034 28.60 
@ 86-CP11 11 Pins 42F037 28.75 
PIM_9059 
COMMERCIAL PLUG CAPS 


COOPER Interconnect 
RoHS — 
A we GeBierpian 


126-1425 126-1430 41-153 126-1428 426-1063. 426-1064-02  126-1069-02 Haid 
: E c F 3 a E G H 
i= (me Lt t 86-3-858 86-3-24 
he Make cable connectors of commercial plugs. Mfg. part no. 86-3-858 thermoplastic end outlet with strain relief, 
126-1429 6.1408 41-153 7 126-1425 joeioer 120100002 Sootgaa.oe eu 0.313” inner diameter. Mfg. part no. 86-3-24 black epoxy finish steel cable clamp with 0.375” wire insulator. 
126-1082 a 
4-Contact Connector Key 5-7-9 Contact Connector Key For Use Price Each 
RoHS Mfg. Part No. Type With Stock No. 1-24+ 
Gepaiinpian Thermoplastic Body 
Available @ 86-3-858 Cap 86 Series Connectors 38F1400 13.78 
No. of Contact Contact Price Each @ 86-3-24 Cap 86 Series Connectors 42F019 37.62 
Mfg. Part No. Contacts Plating Material Stock No. 1-24+ PIM 9058 
Panel Mount Plug, Steel Body, ACE Key 
@ 126-214 4 Gold Copper Allo 42FX112 47.62 
aor ; a a MEGA-FIT® POWER CONNECTORS ‘ 
~ PP y — Features & Benefits mM re) ex 
@ 126-197 7 Gold Copper Alloy 42FX115 = © Power-dense design with high-current terminals, RoHS 
@ 126-219 9 Gold Copper Alloy 42FX117 — tight pitch and row spacing Compliant 
© Terminal interface has six independent points watlable 
Panel Mount Plug, Steel Body, AFJ Key af contact 
@ 126-214-1000 4 Gold Copper Alloy 87F5331 _ © Extended barrel conductor crimp 
Panel Mount Plug, Steel Body, AGH Key ® Sacrificial contacts - Allow system to be “hot 
plugged” at 48V/23.0A up to 30 cycles 
© 126-217 5 Gold Copper Alloy 42FX120 74.51 © Fully isolated header pins and receptacle 
@ 126-195 7 Gold Copper Alloy 42FX122 75.91 terminals 
@ 126-220 9 Gold Copper Alloy 42FX124 17.74 © Positive locking housing 
Specifications 
Panel Mount Receptacle, Steel Body, BCE Key 5.7mm Pitch 
@ 126-233 4 Gold Copper Alloy 87F5184 — © Dual Row 
@ 126-218 5 Gold Copper Alloy 42FX114 26.50 : baton (max.): boa © Contact Retention to Housing: 30N 
@ 126-198 7 Gold Copper Alloy 42FX116 44.82 urrent (max.): 23. © Operating Temperature: -40 to +105°C 
x Mega-Fit® Power Connectors deliver cutting-edge current density at 23.0A per circuit; terminals provide six 
Slave g om Copper Alloy cess arial independent contact points for long-term reliability in virtually every industry and application. The expanded 
Panel Mount Receptacle, Steel Body, BC Key current-carrying capabilities of up to 23.0A with Mega-Fit® power connectors enables one of the highest 
@ 126-192 7 Gold Copper Alloy 42FX105 = current-density options compared to existing mid-range power connectors. The innovative split-box terminal 
design offers six independent points of contact to provide long-term reliability through secondary current-path 
Panel Mount Receptacle, Steel Body, BFJ Key redundancy. 
@ 126-215 4 Gold Copper Alloy 42FX119 145.09 
> CONTINUED > > CONTINUED > 
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MEGA-FIT® POWER CONNECTORS (CONT.) EconoLatch® Wire-to-Wire Power Connectors | ° 
No. of [Price Each moimex 
Mfg. Part No. Contacts Pitch Rows Stock No. 1-9+ — Sep Erraan 
Header, Through Hole, Right Angle, Gold Plated Contacts Available 
@ 172064-0002 2 5.7mm 2 23X5828 3.14 
@ 172064-0004 4 5.7mm 2 23X5829 2.94 N i 
@ 172064-0006 6 5.7mm 2 23X5830 = 
@ 172064-0008 8 5.7mm 2 23X5831 Syl 
@ 172064-0010 10 5.7mm 2 23X5832 1.54 
@ 172064-0012 12 5.7mm 2 23X5833 - é @, 
Header, Through Hole, Right Angle, Tin Plated Contacts 
© 76825-0002 2 5.7mm 2 66Y6625 152 Receptacle Housing Plug Housing 
Features: Specifications: 
S10b2s 00 i Stith 2 BSYSHZE ds) © Friction lock: Secures mated housings ® Housing: PA66, Natural 
@ 76825-0006 6 5.7mm 2 66Y6627 2.93 © Panel-mount Locking Latch: Secures panel-mount Contact: Copper Alloy 
@ 76825-0008 8 5.7mm 2 66Y6628 2.66 style applications ® Plating: Contact Area — Tin 
© Polarization Features & Circuit Identifiers on Plug © @ Operating Temperature: -40 to 105°C 
© 76825-0010 10 5.7mm Z GoYeG2Y S57 Housing: Ensure correct mating and assembly ® Voltage (max.): 250V 
@ 76825-0012 12 5.7mm 2 66Y6630 3.55 © Circular Crimp Terminal Design w/ Dual Terminal © Current (max.): 11.5A 
Header, Through Hole, Vertical, Gold Plated Contacts Locking Lances © Mates With:150176/150177 with 150178/150179 
© Crimp Terminals have Split-beam terminal design | @ Use With: UL 1061 / UL 1007 wires 
© 17265-0002 u 5.7mm 2 BEE 3.49 with 2 points of contact © Durability (max.): 25 cycles 
© 172065-0004 a 5.7mm 2 23X5835 3.12 Supporting up to 11.5A of current per circuit, EconoLatch® connectors allow quick swapping of wired terminals 
@ 172065-0006 6 5.7mm 2 23X5836 = for disruption-free operations in consumer, automotive and industrial applications. 
@ 172065-0008 8 5.7mm 2 23X5837 3.37 No. of Price Each 
@ 172065-0010 10 5.7mm 2 23X5838 5.01 Mfg, Part No. Positions Stock No. 1-9+ 
@ 172065-0012 12 5.7mm 2 23X5839 6.83 Plug 
Header, Through Hole, Vertical, Tin Plated Contacts @ 150176-1020 2 15AC7981 0.20 
@ 76829-0002 2 5.7mm 2 66Y6631 1.28 @ 150177-2040 4 15AC7982 0.15 
@ 76829-0004 4 5.7mm 2 66Y6632 1.43 @ 150177-2060 6 15AC7983 we 
© 76829-0006 6 5.7mm 2 66Y6633 2.08 @ 150177-2080 8 15AC7984 0.20 
@ 76829-0008 8 5.7mm 2 666634 2.66 Receptacle 
@ 76829-0010 10 5.7mm 2 66Y6635 0.50 @ 150178-1020 2 15AC7985 0.16 
@ 76829-0012 12 5.7mm 2 66Y6636 chill @ 150179-2040 4 15AC7986 0.12 
Forse Price Each @ 150179-2060 6 15AC7987 0.14 
Mfg. Part No. | Type With Stock No.| _ 1-1-9+ @ 150179-2080 8 15AC7988 0.18 
@ 2001220002 | Backshell | Molex Mega-Fit 171692 Series 2Pos Receptacle} 92¥4229 = PIM_5720333 
Housings 
@ 2001220004 | Backshell | Molex Mega-Fi ieee 4Pos Receptacle | 92¥4230 = Crimp Terminals 
@ 2001220006 | Backshell | Molex Mega-Fit 171692 Series 6Pos Receptacle | 92¥4231 0.14 Contact Contact Tape Cut 
Housings Mfg. Part No. Wire Size, AWG Material Plating Stock No. | 1-11999+ 
@ 2001220008 | Backshell | Molex Mega-Fit 171692 Series 8Pos Receptacle | 924232 0.15 Pin - Crimp 
Housings @ 15080-1016 16 AWG to 18 AWG Brass Tin Plated Contacts | 154C7989 0.04 
@ 2001220010 | Backshell | Molex Mega-Fit bet 10 Pos Receptacle | 92¥4233 0.15 Socket - Crimp 
© 2001220012 | Backshell| Molex Mega-Fit 171692 Series 12Pos Receptacle | 92¥4234| 0.93 © 150181-1016_| TBAWGIo 1BAWG | Brass_| TinPlated Contacts [MiISAGi230i ONE 
Housings PIM_5720334 
PIM_211616 
POWERPOLE® SERIES CONNECTORS 
Pin & Socket Contacts 
ee 
Contact Contact Tape Cut Anderson Power Products 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ RoHS _ 
Socket - Crimp, TC Gee einoint 
@ 76823-0321 14 AWG to 16 AWG | Copper Alloy | Tin Plated Contacts | 66Y6621 0.14 Al é 
@ 172063-0311 | 14AWG to 16 AWG | Copper Alloy | Gold Plated Contacts | 23X5824 0.59 
@ 76823-0322 12 AWG Copper Alloy | Tin Plated Contacts | 66Y6623 = 
@ 172063-0312 12 AWG Copper Alloy | Gold Plated Contacts | 23X5826 ae 
Socket - Crimp, TR | 
@ 76823-0321 14 AWG to 16 AWG | Copper Alloy | Tin Plated Contacts | 66Y6622 0.09 ; 
@ 172063-0311 | 14AWG to 16 AWG | Copper Alloy | Gold Plated Contacts | 23X5825 0.48 
@ 76823-0322 12 AWG Copper Alloy | Tin Plated Contacts | 66Y6624 0.14 PP15, PP30, PP45, PP75, PP120, PP180 
PIM_5495279 Features: to 55 amps per pole. Finger proof housings and 
@ High current capability up to 310 amperes the ability to incorporate first-mate last-break 
@ Moldular housings have molded-in dovetails for ground connectors enhance the capabilities of this 
Hand Crimp Tools stacking Powerpole® series. 
- @ UL rated for circuit interruption (hot plugging) © PP75: Wire sizes from #16 AWG (1.3 mm?) to 
For Use | Price Each © Genderless design uses APP's flat wiping contact #6 (13.3 mm?) offer power capabilities up to 120 
Mfg. Part No. With Stock No. 1+ technology amps per pole. 
Ratchet @ Multiple colors provide coding to the wire and @ PP120: Wire sizes up to 1/0 (50 mm?) handle high 
2" - mating connector currents up to 240 amps. Reducing bushings allow 
© 63825-7100 Molex Mega-Fit 76823 & 172063 16-12AWG Terminals 20X4603 i © Durable design allows up to 10,000 mating cycles PP120 to accept down to #8 (10 mm?) wires. 
PIM_5495281 with silver plated contacts @ PP180: Wire sizes up to 3/0 (70 mm?) wires and 
Specifications: handle high currents up to 350 amps. Busbar 
@ PP15-45 series: Wire sizes from #20 AWG (0.75 contacts are also available for power inputs and 
mm’) to #10 (6 mm?) offer power capabilities up takeoffs. 
Custom Panel Meters = Call 800 859 1257 aaa 
7 ; i ] Mfg. PartNo. | Contacts | Rows Plating Termination | Stock No. 1-24+ 
Choose your own colors, text, and company logo Hermaphroditic, PP15, Black 
poe ee ks ee : @ 139561 1 1 _ | Silver Plated Contacts | Crimp 2905348 0.20 
nalog/Vigital Meters, sensors, Lontroliers and more Hermaphroditic, PP15, Blue 
Email panelmeters@newark.com @ 139564 1 1 Silver Plated Contacts Crimp 97B1147 0.89 
PIM_5624810 
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PIN & SOCKET CONNECTORS 


POWERPOLE® SERIES CONNECTORS (CONT.) Pin & Socket Connector Housings (CONT.) 
Price Each No. of Price Each 

Mfg. PartNo. | Contacts | Rows Plating Termination | Stock No. 1-24+ Mfg. Part No. Positions Stock No. 1-24+ 
Hermaphroditic, PP15, Red Hermaphroditic, PP75, Red 
@ 1395 1 4 Silver Plated Contacts Crimp 2905347 1.06 @ 5916G7 1 2905362 2.72 
Hermaphroditic, PP15, White Hermaphroditic, PP75, White 
@ 139562 1 1 Silver Plated Contacts Crimp 2905349 0.59 @ 5916G5 1 66F6049 1.89 
Hermaphroditic, PP15, Yellow PIM_5511305 
@ 1395G5 1 1 Silver Plated Contacts Crimp 2905351 1.19 

Hermaphroditic, PP30, Black SB® SERIES CONNECTORSAMPS a 
@ 133064 1 1 Silver Plated Contacts Crimp 2905336 0.89 50 AMPS UP TO 350 = 
Hermaphroditic, PP30, Blue AMPS a sss 


@ 1330612 1 4 Silver Plated Contacts Crimp 2905334 0.89 d J ‘ails 
— ‘01 
Hermaphroditic, PP30, Green a o Seperate 
@ 133062 1 1 | Silver Plated Contacts Crimp 2905335 4.19 = Available 
x 


e 
Hermaphroditic, PP30, Red = 2 q} 
@ 1330 1 1 Silver Plated Contacts Crimp 2905333 1.37 §B50, $B120, SB175, SB350 
iti i Features: technology 
Hemephrodive, RESE dvalte acer = @ High current capability up to 350 amperes per pole + Mechanically keyed, color coded housings 
©133065 | tt Silver Plated Contacts Crimp 2905337 0.89 © Silver plated contacts provide durability up to prevents accidental mating 
Hermaphroditic, PP75, Black 10,000 mating cycles ; _ © UL rated for circuit interruption (hot plugging) 
@ 130064 1 1 | Silver Plated Contacts | Crimp | 29C5321 3.61 @ Genderless design uses APP's flat wiping contac 
Hermaphroditic, PP75, Blue Price Each 
@ 1300 4 4 Silver Plated Contacts Crimp 2905319 2.34 Mfg. PartNo. | Contacts | Rows Plating Termination | Stock No. 1-24+ 
Hermaphroditic, PP75, Red Hermaphroditic, 1/0 AWG, Blue 
@ 130063 4 4 Silver Plated Contacts Crimp 2905320 3.60 @ 632661 2 1 Silver Plated Contacts Crimp 115493 23151 
: Hermaphroditic, 1/0 AWG, Grey 
For Use |PriceEach =“ @ 632561 2 1 _| Silver Plated Contacts | _ Crim 98F9370 
Mfg. Part No. Type With Stock No.| _1-1-24+ P 14.76 
: : - Hermaphroditic, 1/0 AWG, Red 
@ 1399G9 | Mounting Wing}PP15, PP30, & PP45 Series Powerpole| 29C5354 0.72 P = - 
Connectors @ 632961 2 1 Silver Plated Contacts Crimp 05M6462 13.94 
@ 1399G6 Spacer |PP15, PP30, & PP45 Series Powerpole| 96B3984| 0.65 Hermaphroditic, 10/12 AWG, Blue 
Connectors @ 6331G6 2 ‘| Silver Plated Contacts Crimp 3009762 4.56 
PIM_8886 Hermaphroditic, 10/12 AWG, Grey 
—$es<<__&_~—xXK<£*_——=_—_—[_—aii~—~=~—=~—~—~—~—>____— @ 6319G1 2 1 Silver Plated Contacts Crimp 92F2276 4.56 
Pin & Socket Connector Housings Hermaphroditic, 10/12 AWG, Red 
Price Each @ 6331G2 2 1 Silver Plated Contacts Crimp 92F2278 4.56 
No. of aaa 
Mfg. Part No. Positions Stock No. 1-24+ Hermaphroditic, 2/0 AWG, Blue - : 
Hermaphroditic, PP120, Black @ 632161 2 1 Silver Plated Contacts Crimp 92F2287 35.17 
@ 132161 1 2905325 9.41 Hermaphroditic, 2/0 AWG, Grey 
Hermaphroditic, PP120, Blue @ 632061 2 1 Silver Plated Contacts Crimp 98F7889 39.19 
@ 1321 1 95M9684 10.23 Hermaphroditic, 2/0 AWG, Red 
Hermaphroditic, PP120, Red - @ 632261 2 1 Silver Plated Contacts Crimp 8108356 35.17 
@ 132163 1 05M6455 941 Hermaphroditic, 2 AWG, Blue 
Hermaphroditic, PP15/45, Black —— @ 6801G2 2 1 Silver Plated Contacts Crimp 01H7814 19.54 
© 132766 1 2905331 063 Hermaphroditic, 2 AWG, Grey 
Hermaphroditic, PP15/45, Blue - @ 6800G1 2 1 Silver Plated Contacts Crimp 53H9365 19.32 
Ai : ] TEC ee © 632565 2 1 | SilverPlated Contacts | Crimp | 2507223 | 23.51 
Hermaphroditic, PP15/45, Brown Hermaphroditic, 2 AWG, Red : 
@ 1327621 1 90B1346 1.06 @ 632965 2 1 Silver Plated Contacts Crimp 03H3676 23.51 
Hermaphroditic, PP15/45, Finger Proof, Black © 680261 2 1__| Silver Plated Contacts | _ Crimp 28K5986 | 13.06 
@ 1327G6FP 1 53H8459 0.89 Hermaphroditic, 4/0 AWG, Grey 
Hermaphroditic, PP15/45, Finger Proof, Red - @ 632062 2 1 Silver Plated Contacts Crimp 93B6265 = 
@ 1327FP 1 0944107 0.98 Hermaphroditic, 4 AWG, Blue 
Hermaphroditic, PP15/45, Finger Proof, White - @ 6800G2 2 1 Silver Plated Contacts Crimp 8809450 16.37 
@ 1327G7FP 1 0944108 163 Hermaphroditic, 4 AWG, Grey 
Hermaphroditic, PP15/45, Green @ 632566 2 1 Silver Plated Contacts Crimp 8901598 23.51 
Sie Odd DD eeSC*«~Cermapdhrrodiitic, 4 AWG, Red 
Hermaphroditic, PP15/45, Orange @ 632966 2 1 Silver Plated Contacts Crimp 03H3088 15.02 
mcr : j TIETYEE] a © 680262 2 1 _| Silver Plated Contacts | Crimp | 1303738 | 27.52 
Hermaphroditic, PP15/45, Red Hermaphroditic, 6 AWG, Blue 
@ 1327 1 2905329 0.63 @ 633165 2 1 Silver Plated Contacts Crimp 25H7549 4.56 
Hermaphroditic, PP15/45, White - @ 680163 2 1 Silver Plated Contacts Crimp 53H9366 = 
@ 1327G7 1 2905332 063 Hermaphroditic, 6 AWG, Grey 
Hermaphroditic, PP15/45, Yellow @ 6319 2 1 Silver Plated Contacts Crimp 96F6194 6.29 
@ 1327616 1 73K0756 0.66 @ 6800G3 2 1 Silver Plated Contacts Crimp 26H3415 24.06 
Hermaphroditic, PP180, Black Hermaphroditic, 6 AWG, Red 
@ 1381G1 4 90B7266 15.76 @ 633161 2 1 Silver Plated Contacts Crimp 92F2277 4.56 
Hermaphroditic, PP180, Red For Use Price Each 
@ 1381G3 1 90B7131 17.03 Mfg. Part No. Type With Stock No.| 1-1-24+ 
Hermaphroditic, PP180, White @ 995G1 Handle SB175 Series Power Connectors 29H4260 | 10.10 
@ 1381G2 1 26C2157 9.57 134G2 Dust Cover Anderson Power SB175 Series} 49H7849 11.44 
Hermaphroditic, PP75, Black Connediors 
@ 591664 1 2905361 2.93 @ SB50-HDL-RED Handle SB50 Series Power Connectors 50B832 4.70 
Hermaphroditic, PP75, Blue : @ 5918 Reducing Bushing 907 & 6354 Contacts 90B3460 4.43 
@ 5916 ; * 1 2905360 2.88 13461 Dust Cover Anderson Power SB50 Series Connectors | 92B8920 8.11 
Hermaphroditic, PP75, Green : @ 995G2 Handle SB350 Series Power Connectors 93B6740 | 14.214 
@ 591666 1 93B9362 3.16 
> CONTINUED > > CONTINUED > 
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SB® SERIES CONNECTORSAMPS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


APPLICATION TOOLING 


134G3 Dust Cover Anderson Power SB350 Series} 9309792 14.26 
Connectors ‘Anderson Power Products 
Pin & Socket Connector Housings 11103862 Insertion/Extraction Tool 
No. of Price Each 
Mfg. Fatt No. Positions Stock No. 1-24+ 4309Gx Crimp Tool 
Hermaphroditic, SB©120, Blue Premium quality crimp tools and accessories thoroughly tested and qualified for use with APP product lines. 
@ 6810G2 2 09H2043 5.46 Pri 
iti ical Resi For Use | Price Each 
Hermaphroditic, SB®120, Chemical Resistant, Grey Mfg. Part No. With Stock No. 1+ 
@ P6810G1 2 14R9613 8.25 Hand 
Hermaphroditic, SB®120, Grey 130968 | 20-10AWG Multi Axial Rotational Connector 8 Power Pole Contacts | 08R0830 | 537.82 
@ 6810G1 2 53H9367 6.36 Ratchet 
Hermaphroditic, SB@175, Blue PM1000G1 26-10AWG Turned Contacts 28K2527 | 1146.46 
@ 941 = 7 EEE) = 130963 Anderson PP15/45 Series 16-10AWG Contacts 256826 | 247.09 
Hermaphroditic, SB@175, Grey 130962 Anderson PP15/45 Series 20-12AWG Contacts 28¢3013 | 247.09 
© 940 2 CHEE 8.19 130964 Anderson PP75/SB60 Series 12-6AWG Contacts 2705379 | 214.15 
Hermaphroditic, SB®175, Red 
PIM_8887 
@ 949-BK 2 05M6463 9.26 
Hermaphroditic, SB®350, Blue . 
e912 ) 2408834 Pal Connector Extraction 
Hermaphroditic, SB®350, Grey For Use Price Each 
@ 906 2 0106899 15.95 Mfg. Part No. With Stock No. 1+ 
Hermaphroditic, SB®350, Red PM1003G1 Anderson PowerMod Connectors 7235331 93.18 
0913 2 08C3567 15.95 PIM_8513231 
Hermaphroditic, SB®50, Chemical Resistant, Red 
@ P992G1 2 16R1516 4.88 Insertion Tool 
Hermaphroditic, SB®50, Grey For Use Price Each 
@ 992 2 93B1829 3.02 Mfg. Part No. With Stock No. 1-244 
Hermaphroditic, SB@50, Red 111038G2 Anderson Powerpole & Multipole Connectors & Terminals 84F1243 5.68 
@ 99261 2 93B6560 2.26 PIM_5513232 
PIM_5511326 
Contacts 
RoHS % 
Sented, A et teens RPOLE® & SB® @ Geptimpian Current Contact Contact Price Each 
Avaliable Mfg. Part No. Rating Material Plating Stock No. 1-99+ 
@ BMC5AG 50A Copper Silver Plated Contacts 73M9197 2.79 
4 «& @ BMC8AG 60A Copper Silver Plated Contacts 73M9198 2.66 
j } @ BMC14AG 75A Copper Silver Plated Contacts 73M9191 2.79 
N PIM_5511509 
i PP15/45 Loose Piece PP 15/45 Loose Piece Bulk 
t j 873 SERIES LUMI-NUTS™ LUMINAIRE DISCONNECT we co 
CONNECTORS Al 
Extended Range Standard Series | menace 
Features: @ ULrated for circuit interruption (hot plugging) Gee tinpiat 
© Silver or tin plated contacts provide durability and © Designed to work with APP premium quality crimp Available 
minimize resistance tooling 
Order 1 contact for each Powerpole housing and 2 contacts for each SB housing. Order housings separately and 
insertion and crimping tools separately; go online or call. 
Contact Contact Price Each 2 Pole 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-24+ 3 Pole 
Pin, Socket - Crimp, PP120 Features: © 2 conductors per pole facilitates easy daisy chain 
@ 131966 6 AWG Copper | Silver Plated Contacts | 2905323 6.11 7 popes ial : iinet at 
: Line side maximum current capacity = © Compact - fits through 1/2” knockout 
@ 131964 4 AWG Copper ot ver Plated Contacts | 06M0998 5.87 @ Line side connector (male) accepts 18-12 AWG @ Mechanical locking latch 
1319 2 AWG Copper | Silver Plated Contacts | 84F1235 5.43 solid wire or 12-16 AWG stranded © Completely touch-safe (mated or unmated) 
@ 132361 TAWG Copper | Silver Plated Contacts | 71R7247 8.03 e Load side connector (female) accepts 18 AWG © Polyamide 6.6 housing rated UL94V-0 ; 
e 
@ 132362 OAWG Copper | Silver Plated Contacts | 74R7249 | 7.32 ie Bevel connector te:100% proleied against 


Pin, Socket - Crimp, PP15 / 45 Flat Wiping Power & Ground 


@ 1332 16 AWG to 20AWG | Copper | Silver Plated Contacts | 29C5339 0.33 
@ 1331 12 AWG to 16 AWG | Copper | Silver Plated Contacts | 29C5338 0.35 
@ 261G2-LPBK 10 AWG to 14AWG | Copper Tin Plated Contacts 88F3826 1.12 
Pin, Socket - Crimp, PP180 

@ 1384 4AWG Copper | Silver Plated Contacts | 79C4322 5.40 
@ 1383 2AWG Copper | Silver Plated Contacts | 50B8973 5.40 
@ 132862 000 AWG Copper | Silver Plated Contacts | 71R7254 9.89 
@ 132861 00 AWG Copper | Silver Plated Contacts | 71R7252 9.29 
@ 1382 OAWG Copper | Silver Plated Contacts | 92B4188 4.82 


Pin, Socket - Crimp, PP75 


@ 5915 10 AWG to12AWG | Copper | Silver Plated Contacts | 88F4215 1.59 
@ 5952 8 AWG Copper | Silver Plated Contacts | 91B1601 1.59 
@ 5900 6 AWG Copper | Silver Plated Contacts | 29C5359 EST 
Pin, Socket - Crimp, SB350 

@ 908 0000 AWG ae Silver Plated Contacts 86C8228 27.56 
@ 907-BK 00 AWG us Silver Plated Contacts | 92B4189 7.24 
PIM_194878 

308 


© Molded in color coding for easy circuit wiring 


mis-mating 


Push-wire Connector for luminaire disconnect as required by NEC 410.130(G) and CEC 30-308(4) for non- 
ibd ballasted luminaries. Allows for safe servicing of fixtures & ballasts without exposure to electrical 
Price Each 
Mfg. Part No. Contacts Rows Termination Stock No. 1-24+ 

Receptacle 

@ 873-902 2 1 Clamp 64M6548 1.80 

@ 873-903 3 1 Clamp 69W6849 43.29 
Receptacle, Preceding ground, Center position 

@ 873-953 3 1 Clamp 76R6291 Dey 
PIM_143697 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


QUADRAX CONNECTORS AND CONTACTS 


Rectangular Features 

@ High performance rectangular connector 

@ Available in 2, 4, and 12 positions 

© Designed for use with wire seal boots and rated for 


Circular Features 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


@ Available in various shell sizes: 9 (1Q1), 17 (2Q2), 
and 19 (404) 
© Designed for use with wire seal boots for sealing 


CONNECTORS & ACCESSORIES 


MOTORMAN HYBRID CONNECTORS (CONT.) 


Features: 

© Compact size of a traditional rectangular connector 
and hybrid construction (power, communication, 
signal) ° 

© Several pre-customized models available for ° 
different customer environments ° 

© Robust metal or plastic enclosures for tough 


PIN & SOCKET CONNECTORS 


@ Usage of TE’s MCON interconnection system and 
its stamped contacts 

Specifications: 

IP65 (water & dust protection) 

25g (physical shock) 

Electro-magnetic compatibility (EMC protection) in 

metal enclosure 


industrial applications or economical less critical ®@ 2x 20A/ 600V @ 85°C (20A/600V/6kV2) 
purposes @ 2x 20A/40V @ 85°C 
@ Easy-to-open enclosure @ 1x Ground (protection earth) 
© Space for two 4-pin Ethernet sockets, 5 power © 1x Braid 
sockets, 5 signal sockets and 1 protection earth © 5x 2A/40V 
contact © 2x Cat Se (AWG 22) 
@ Cat 5e communication in heavy environment @ Reflow capable 


The Motorman hybrid connector integrates communication, signal and power transmission of locally controlled 
motors within a single compact rectangular connector. In addition, two fast Ethernet sockets 


enable motors to be networked, providing the benefit of real-time automation. The innovative design and 
compact size of the Motorman hybrid connector allows for significant space savings in comparison with 


use up to 50,000 ft. altitude and optimized alignment traditional rectangular industrial connectors. It also helps to keep costs to a minimum by reducing the amount of 
© Center jackscrew design for fast, reliable mating @ Front metal-shell design provides a full ground overall cabling needed as well as shortening cable length. 

@ Aluminum shells are keyed and polarized, and plane Price Each 
are available with lightweight plastic backshell © Lightweight composite rear shell available in size Contact MCeL ESC 
strain reliefs 19 for reduced weight Mfg. Part No. Gender Termination Stock No. 1-9+ 

@ Provides excellent density in a rectangular profile © @ Accepts standard backshells Plug, Header 
for packaging flexibility 7 Pi Cri 9277600 = 

A multi-signal contact system consisting of two differential pairs (matched impedance) used with quadraxial Slee 5 ut me 

Ethernet and Fiber Channel cables. Available in shell size 8 (keyed); 24 AWG pin and socket contacts, Hex Receptacle, Housing 

Crimp version as well as pin PCB tail solderable versions. Adaptable to a variety of connectors (ARINC 600, @ 1-2120319-1 Socket Crimp 9277592 = 

404, D-subminiature connectors, MIL-DTL-38999 style, etc.) Designed for use in high speed applications such Receptacle, Insert 

as Gigabit Ethernet, IEEE 802.3Z and Fiber Channel X3T11.2 for use on Commercial Avionics Systems, Aircraft 2 - 

Data Networks, Military Communications and In-Flight Entertainment Systems. © 2120320-1 Socket Crimp 9277598 _ 

MIL-DTL-38999 Series Ill Style Circular Connectors — Without Contacts For Use HricelEaehy 

Price Each Mfg. Part No. Type With Stock No.|  1-1-9+ 
No. of Insert Insert pe ee @ 1108847-1 Protection Cap Motorman Hybrid Connectors 9277594 = 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-9+ : : : 
Cable Mount Plug, Solder Socket @ 1245276-2 Side Clip Motorman Hybrid Connectors 9277595 = 
: @ 2120330-1 Hood Motorman Hybrid Connectors 9277601 = 
@ 1877384-7 1 101 N 2510324 643.81 - - - 
© 18777757 2 202 N 2510327 @ 2120336-1 | Protection Cap Sealing Motorman Hybrid Connectors 9277602 = 
— @ 2120337-1 Cable Seal HTS 2120330/2120340 Series Backshells | 92T7603 = 
@ 1811902-7 4 404 N 12P9887 482.00 : ; : 
= @ 2120339-1 Side Clip Motorman Hybrid Connectors 9277604 7.26 
Panel Mount Receptacle, Solder Pin 92120304 acl Mei FonaC conTEUs 
© 1811901-7 4 404 N 12P9885 A7.AT E = ee = 
PCB Mount Receptacle, Solder Pin - Contacts Not Supplied PIENSS/ 
1811184-7 1 101 N 2510323 318.93 
@ 1738974-1 4 404 N 2510322 574.56 Rectangular Power Contacts 
Wall Mount Receptacle, Solder Pin Contact Contact AWG | AWG Tape Cut 
@ 1877774-7 2 202 N 2570325 551.50 Mfg. Part No. Material Plating Min Max Stock No. 1-99+ 
For lise Bricecach Socket, Crimp, 
Mfg. Part No. Type With StockNo. | 4-1-9+ @ 1452656-2 Bronze Gold Plated Contacts | 20AWG | 18AWG | 17R3233 = 
@ 1996544-2 | Seal Retainer | 12 Position Quadrax Rectangular Connectors | 25T0328 198.04 @ 1718475-3 | Phosphor Bronze } Silver Plated Contacts | 13 AWG | 11 AWG | 9277597 —_ 
PIM_192457 PIM_5511310 
Rectangular Power Contacts Wire-to-Board Connectors 
5 Price Each 
Contact Contact AWG Price Each No. of i aa 
Mfg. Part No. Material Plating Min Ginn, | Ze Mfg. Part No. Contacts Pitch Rows Stock No. 1-99+ 
Pin, Crimp Receptacle 
© 1445692-3 CopperAlloy | Gold Plated Contacts | 24AWG | O5N1519 | 59.69 @2i20s2i 7 25am 1 ezTS88 = 
Pin, Through Hole, PIM_5511307 
@ 1445626-1 Copper Alloy Gold Plated Contacts 67K3174 35.55 
Socket, Crimp, Circular Connector Inserts 
@ 1445693-3 Beryllium Copper Gold Plated Contacts 24 AWG 74K4357 ais Contact No. of Price Each 
PIM_5511290 Mfg. Part No. Gender Contacts Stock No. 1-9+ 
Crimp 
Rectangular Power Connectors © 1103427-2 [_ Socket 4Contacts S2TT SDS 13.52 
Racer Price Each PIM_5511308 
Mfg. Part No. Contacts Stock No. 1-9+ 
Receptacle, With Jackpost & Dust Cover D Sub Contacts 
1604798-2 12 31K9281 291.30 AWG AWG Tape Cut 
Receptacle, With Jackpost Kit Mfg. Part No. Max Min Stock No. 1-9+ 
@ 1604799-5 475.97 ocket, Phosphor Bronze, Go! lated Contacts, 30u” (On Reels - Sold Individual 
12 19P1760 Socket, Phosphor B Gold Plated Contacts, 30u” (On Reels - Sold Individually 
PIM_5511289 @ 1658686-1 22AWG 28AWG 42K6705 0.31 
PIM_5511309 
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RACK & PANEL CONNECTORS 


ELCON DRAWER SERIES CONNECTORS 


RoHS. 
Compliant 
Available 


@ Indicates RoHS 


Compliant 
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C-146 SERIES RECTANGULAR INDUSTRIAL CONNECTORS (CONT.) 
similar style products. Meets NEMA enclosures types 4 and 12. IP65 rated. UL recognized, CSA certified, VDE 


approved, SEV approved. 


AUTHORIZED DISTRIBUTOR Body Shell Exit Price Each 
: Mfg. Part No. Material Size Angle Stock No. 1-24+ 
i 1 Lever, M20 Side Entry, 2 Pegs, Low Profile 
@ C146 21R006 506 1 Zinc Alloy Body E6 90° 03H9659 18.51 
1 Lever, M20 Top Entry, 2 Pegs 
@ C146 30R003 600 4 Zinc Alloy Body A3/4 180° 03H9807 a 
1 Lever, M20 Top Entry, 2 Pegs, Low Profile 
1648127-1 1648128-1 1648203-1 1648206-1 @ C146 21R006 606 1 Zinc Alloy Body E6 | 180° 03H9663 18.51 
1 Lever, M25 Side Entry, 2 Pegs, Low Profile 
} @ C146 21R010 500 4 Zinc Alloy Body 10A 90° 03H9672 17.82 
| @ C146 21R016 500 4 Zinc Alloy Body 16A 90° 03H9716 17.03 
A @ C146 21R010 506 1 Zinc Alloy Body E10 90° 03H9676 22,51 
1648132-1 1648133-1 1 Lever, M25 Top Entry, 2 Pegs, Low Profile 
@ C146 21R010 600 4 Zinc Alloy Body 10A 180° 03H9686 18.80 
ee sich ; ; eee NSict eins © C146 21R016 600 4 Zinc Alloy Body 16A 180° 03H9730 2.63 
igh performance Crown contacts under loa : 5 
@ Low millvolt drop, minimal temperature rise @ Sequenced mating for power and signal © C146 21R010 606 1 Zinc Alloy Body E10 180 03H9690 22.71 
© Float mount for improved gatherability (blind © Crimp, PCB tail, compliant press-fit and threaded 1 Lever, M32 Side Entry, 2 Pegs, High Profile 
mating) . ; ; terminations @ C146 21R010 506 8 Zinc Alloy Body E10 90° 03H9677 23.17 
© True hot pluggability for current interruption : = 
as : ‘ ' , i ? ; @ C146 21R016 506 8 Zinc Alloy Body E16 90 03H9721 25159) 
TE Connectivity offers a wide selection of blindmateable “drawer” connectors to suit modular equipment 7 
designs. Some of the benefits of the power drawer connectors from Tyco Electronics are the robustness of @ C146 21R006 506 8 Zinc Alloy Body E6 90 03H9660 17.54 
the housing designs and the durability of the contacts. High-end applications such as networking switches and 1 Lever, M32 Side Entry, 2 Pegs, Low Profile 
servers want the lowest possible voltage drop across the connector. For these applications the high conductivity 7 o 
screwmachined contacts with either gold or silver plating offer the best performance. The contacts are the core @1C14021R0 165067 Zine Al a Body E16 | i ostio20 25S 
of the ELCON drawer series connectors. For cost sensitive applications the different hybrid drawer connectors 1 Lever, M32 Top Entry, 2 Pegs, High Profile 
offer a wide variety of shapes and sizes aimed at keeping cost minimized and still providing a reliable separable @ C146 21R010 606 8 Zinc Alloy Body E10 180° 03H9691 24.94 
Pssst sues of the application, Tyco Electronics offers a wide variety of power & signal blind-mateable @ C146 21R016 606 8 Zinc Alloy Body E16 180° 03H9735 25.66 
For use in most drawer connectors 1 Lever, M32 Top Entry, 2 Pegs, Low Profile 
No. of Contact Price Each @ C146 21R016 606 1 Zinc Alloy Body E16 180° 03H9734 25.95 
Mfg. Part No. Contacts Gender Termination Stock No. 1-24+ 1 Lever, M40 Side Entry, 2 Pegs, High Profile 
Plug @ C146 21R024 507 8 Zinc Alloy Body E24 90° 94H9250 27.22 
@ 1648127-1 8 Pin Crimp 2570300 16.42 1 Lever, M40 Top Entry, 2 Pegs, High Profile 
@ 1648203-1 29 Pin Crimp 08N7477 es @ C146 21R024 607 8 Zinc Alloy Body E24 | 180° 94H9253 28.48 
© 1648211-1 32 Pin Crimp 2570303 23.16 1 Lever, PG16 Side Entry, 2 Pegs, Low Profile 
@ 1648162-1 37 Pin Crimp 45N6997 2.20 @ C146-10G010-506-1 Zinc Alloy Body E10 90° 16F6759 21.80 
Receptacle @ C146-10G006-501-1 Zinc Alloy Body E6 90° 16F6758 45.11 
@ 1648128-1 8 Socket Crimp 2570301 41.20 1 Lever, PG16 Top Entry, 2 Pegs, Low Profile 
@ 1648206-1 29 Socket Crimp 50M2752 9.14 @ C146-10G010-606-1 Zinc Alloy Body E10 180° 16F6874 23.26 
@ 1648212-1 32 Socket Crimp 2570304 = @ C146-10G006-601-1 Zinc Alloy Body E6 180° 16F6873 17.61 
@ 6648167-1 37 Socket Crimp 25R6426 12.65 1 Lever, PG21 Side Entry, 2 Pegs 
@ 1648133-1 40 Socket Crimp 2570302 23.21 @ C146 106024 506 8 Zinc Alloy Body E24 90° 03H9312 25.01 
PIM_192420 1 Lever, PG21 Side Entry, 2 Pegs, Low Profile 
@ C146-10G016-506-1 Zinc Alloy Body E16 | go° 16F6761 19.07 
Rectangular Power Contacts @ C146-10G024-506-1 Zinc A\ loy Body E24 90 16F6784 25.98 
- 1 Lever, PG21 Top Entry, 2 Pegs, High Profile 
acpi | See Gone | a pre act © C146-10G024-606-8 Zinc Alloy Body E24 | _ 180° 9086553 | 23.52 
Pi s - 2: atria ating = = piconiNgy wee 1 Lever, PG21 Top Entry, 2 Pegs, Low Profile 
in, Crimp, " 3 
@ C146-10G010-607-1 Zinc Alloy Bod E10 180 16F6753 
1766193-1 | CopperAlloy | Silver Plated Contacts | 14AWG | 12AWG | 29M8411 = : Lill a 23.37 
; @ C146-10G016-606-1 Zinc Alloy Body E16 180 16F6754 24.16 
@ 1766192-1 Copper Alloy | Silver Plated Contacts | 10AWG | 8AWG | 40P8798 2.48 2 Lever, M25 Side Entry, 4 Pegs, Low Profile 
= ae: Copper Alloy | Gold Plated Contacts | 14AWG | 12AWG | 30M9504 147 © C146 21R010 500 1 Zinc Alloy Body FTO 0 0319671 Ara 
ocket, Crimp, 5 
- 2 Lever, M25 Top Entry, 4 Pegs, Low Profile 
: Fait aie oy ——— = — = aoe aes ae @ C146 21R010 600 1 Zinc Alloy Body E10 | 180° 03H9685. | 18.90 
° 648310 er = a a ee 18AWG | 16 AWG | 55M4069 oi Uh a Side Eat Eoge Hig Enos 
~ ‘opper Allo ‘old Plated Contacts ; 
Socket, Crimp, H 7 u s @ C146 21R016 500 8 Zinc Alloy Body E16 90° 03H9717 20.64 
a ea | ie a Gold Plated Contacts | 14AWG | 12AWG | 73M8555 Ee ae 
|. ‘opper Allo old Plated Contacts — " 
— @ C146 21R016 500 1 Zinc Alloy Body E16 | 90° 03H9715 20.50 
EI SSL 2 Lever, M32 Top Entry, 4 Pegs, Low Profile 
@ C146 21R016 600 1 Zinc Alloy Body E16 | 180° 03H9729 20.47 
C-146 SERIES RECTANGULAR INDUSTRIAL © AMPHENOL 2 Lever, M40 Side Entry, 4 Pegs, High Profile 
CONNECTORS —— © C146 21R024 501 8 Zinc Alloy Body E24 90° 94H9248 | 23.19 
Amphenol Sine Systems, USA : d 
Amphenol Tuchel Electronics, GmbH 2 Lever, M40 Top Entry, 4 Pegs, High Profile 
@ C146 21R024 601 8 Zinc Alloy Body E24 180° 94H9251 23.13 
2 Lever, PG16 Top Entry, 4 Pegs, Low Profile 
@ C146-10G010-600-1 Zinc Alloy Body E10 180° 16F6755 21.59 
2 Lever, PG21 Side Entry, 4 Pegs, Low Profile 
Single Latch Bulkhead 5 o 
Mount Housing @ C146-10G016-500-1 Zinc Alloy Body E16 90' 16F6764 19.82 
° @ C146-10G024-500-1 Zinc Alloy Body E24 go° 16F6788 19.07 
Single Latch Bulkhead Top-Entry Hood Side-Entry Hood PIM. 8498 
Housing with Spring Cover RoHS ~ 
© Screw Termination © Contact Diameter: 2.5mm for Gee einoiat 
© Voltage Rating: 400V 16-14 AWG S Rectangular Power Contacts 
© Current Rating: 16-22A A G 
C-146 series connectors can be used for many applications, such as control and power distribution, test and 
measurement equipment, and machine tools. Constructed of die-cast aluminum and environmentally protected 
by means of different latch-locking styles, neoprene gaskets, and cable strain relief options. Feature silver-plated 
brass male contacts and silver-plated tin-bronze female contacts. Compatible and intermateable with other 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


RACK & PANEL CONNECTORS 


Rectangular Power Contacts (CONT.) 26 SERIES® BARRIER ea 
Price per POLARIZATION RACK AND PANEL 
Contact| Gontact awe | AWG Pkg CONNECTORS COOPER Interconnect 
Mfg. Part No. Material Plating Min Max | Stock No. 1-9+ ran AAAAN RoHS 
Pin, Crimp, heavy|mate® D, DD, M Turned crimp contacts dammimmne nee eG Geetinpian 
@ VNO101600241C | Brass | Silver Plated Contacts | 26AWG | 22AWG | 94W2724| 45.49 Za AC UOC) 
@ VNO1 016 0026 1C Brass | Silver Plated Contacts | 20 AWG | 16 AWG | 94W2726 50.20 " 7 
@ VNO1 016 0027 1C Brass | Silver Plated Contacts | 16 AWG | 15AWG | 94W2727 51.53 
@ VNO1 016 0028 1C | Copper | Silver Plated Contacts 14 AWG | 94W2728 74.05 
Pin, Crimp, heavy|mate® E, EE Turned crimp contacts 
@ VNO1 025 0039 1C | Copper | Silver Plated Contacts 12 AWG | 94W2736 83.13 : ; ; : ; 
@ VNOt 025 0037 1C | Copper | Silver Plated Contacts 16AWG | 94w2734 46.25 e enn Mounting hole centers: 1.688” e ne Mounting hole centers: 1.375” 
© VNO1 025 0036 1C_| Copper _| Silver Plated Contacts 18AWG | 94W2733 73.97 High-impact diallyl phthalate dielectrics and molded-in corrosion-resistant mounting plates. Rated 5 amps per 
@ VNO1 0250035 1C | Copper | Silver Plated Contacts 20 AWG | 94W2732 76.27 contact, 750VDC. Temperature range: -55°C to + 125°C. Barrier polarization feature prevents mismating. 
Pin, Crimp, heavy|mate® M Turned crimp contacts No. of Contact Price Each 
@ VNO1 036 0003 1C | Copper | Silver Plated Contacts 8AWG | 94W2738 DB Mfg. Part No. Contacts Gender Termination Stock No. 1-24+ 
@ VNO1 036 0002 1C | Copper | Silver Plated Contacts 10 AWG | 94W2737 | 136.87 Plug 
@ VNO1 0250033 1C | Copper | Silver Plated Contacts 12 AWG | 94W2731 165.42 @ 26-4100-8P 8 Pin Solder 42FX150 66.20 
@ VNO1 025 0032 1C | Copper | Silver Plated Contacts 14 AWG | 94W2730 27.00 26-4100-16P 16 Pin Solder 42FX151 — 
@ VNO1 025 0031 1C | Copper | Silver Plated Contacts 16 AWG | 94W2729 | 144.44 Plug, Wide Footprint 
Pin, Crimp, Single contacts for hand crimping tools @ 26-182 8 Pin Solder 39FX130 = 
@ VNO1 010 0130 2 Brass | Gold Plated Contacts | 28AWG | 26 AWG | 94W2719 97.07 Receptacle 
@ VNO1 010 0131 2 Brass | Gold Plated Contacts | 24 AWG | 20 AWG | 94W2720 65.33 @ 26-4200-8S 8 Socket Solder 42FX154 68.87 
Pin, Crimp, Stamped single contacts, High Voltage @ 26-4200-32S 32 Socket Solder 42FX157 = 
@ VNO1 016 0003 1 Brass | Silver Plated Contacts | 26 AWG | 20 AWG | 94W2722 = Receptacle, Wide Footprint 
@ VNO1 016 0002 (1) Brass | Silver Plated Contacts | 20 AWG | 16 AWG | 1477858 24.40 @ 26-183 8 Socket Solder 39FX131 25.78 
@ VNO1 016 0005 1 Brass | Silver Plated Contacts | 16 AWG | 14 AWG | 94W2723 _ PIM_9015 
Socket, Crimp, heavy|mate® D, DD, M Turned crimp contacts 
@ VNO2 016 0024 1C Brass | Silver Plated Contacts | 26 AWG | 22 AWG | 94W2741 52.04 26 SERIES® PIN POLARIZATION 
@ VNO2 016 0026 1C Brass | Silver Plated Contacts | 20 AWG | 16 AWG | 94W2743 69.00 RACK AND PANEL CONNECTORS 
@ VNO2 016 00281C | Brass | SilverPlatedContacts| ...__ | 14AWG | 942745 | 61.92 COOPER Interconnect 
Socket, Crimp, heavy|mate® E, EE Turned crimp contacts P re nals 
@ VNO2 025 0039 1C | Copper | Silver Plated Contacts 12 AWG | 94W2753 94.78 Gesinpian 
@ VNO2 025 0038 1C | Copper | Silver Plated Contacts 14 AWG | 94W2752 85.52 
@ VNO2 025 0037 1C | Copper | Silver Plated Contacts 16 AWG | 94W2751 61.80 
@ VNO2 025 0036 1C | Copper | Silver Plated Contacts 18 AWG | 94W2750 80.84 
@ VNO2 025 0035 1C | Copper | Silver Plated Contacts 20 AWG | 94W2749 94.78 
Socket, Crimp, heavy|mate® M Turned crimp contacts 
@ VNO2 036 0003 1C | Copper | Silver Plated Contacts 8AWG | 94W2755 | 435.52 a : . ; ‘ ‘ : . 
 v2095 00216 [ Compr [Sher Paid Conese | [T0ANS [WATS [7a ra OER rome Sans nn ct ne 
@ VNO2 0250033 1C | Copper | Silver Plated Contacts 12 AWG | 94W2748 | 268.94 alignment. 
@ VNO2 025 0032 1C | Copper | Silver Plated Contacts 14 awe | 94w2747 | 290.34 fle ak eiataee Price Each 
@ VNO2 025 0031 1C | Copper | Silver Plated Contacts 16 AWG | 94W2746 | 309.70 Mfg. Part No. Contacts Gender Termination Stock No. 4-9+ 
Socket, Crimp, Single contacts for hand crimping tools Plug 
@ VNO2 010 0130 2 Bronze | Gold Plated Contacts | 28 AWG | 26 AWG | 94W2739 78.55 @ 26-159-24 24 Pin Solder 39FX134 289.67 
@VNO201001312 | Bronze | Gold Plated Contacts | 24 AWG | 20AwG | 94w2740 | 74.32 Receptacle 
Socket, Crimp, Stamped single contacts, Standard & High Voltage @ 26-190-16 16 Socket Solder 39FX133 51.52 
@ VNO2 016 0002 1 Brass | Silver Plated Contacts | 20 AWG | 16 AWG | 06R3623 54.83 @ 26-190-24 24 Socket Solder 39FX135 a 
@ VNO2 016 0005 1 Brass | Silver Plated Contacts | 16 AWG | 14AWG | 93B2950 = PIM 9017 
@ VNO2 016 0003 2 Brass | Gold Plated Contacts | 26AWG | 20AWG | 51R1453 133.17 _ 
@VNO2 016 0002 2 | Brass | Gold Plated Contacts | 20AWG | 16AWG | 51R1459 = 26 SERIES® BARRIER 


PIM_5511502 


ModICE® MODULAR INTEGRATED CONNECTOR 
ENCLOSURES 


Features: 

@ Rugged connector enclosure system 

@ Interfaces with Cinch SHS, industry standard harness 
connectors 

© Header suited for wave and reflow soldering 

@ Simple assembly 

@ 2 size enclosures: SE (small) LE (large) 

Specifications: 

© Operating temperature: -40°C to +85°C 


cinch 


CONNECTIVITY SOLUTIONS 
ye 
a bel group 


Compliant 
Available 


© IP65, IP66, IPG7, IP69K protected 


No. of Contact Price Each 
Mfg. Part No. Contacts Gender Termination Stock No. 1-24+ 
Plug, ModICE® LE 
@ 581-01-30-029 | 30 Socket Crimp | 56J9659 10.07 
Receptacle, ModICE® ME 
@ 581-01-18-023 18 Socket Crimp 56J9657 20.70 
For Use Price Each 
Mfg. Part No. Type With StockNo. | 1-1-9 _ 
@ 581-01-60-031 | Large Enclosure Modular Integrated Connector 27M1398 — 
@ 581-00-00-011 Seal Plug ModICE Modular Integrated Connector | 56J6810 0.70 
@ 581-01-30-043 | Small Enclosure Modular Integrated Connector 76K2679 30.55 
581-00-00-021 Spring Plate ModICE Modular Integrated Connector | 85K2098 ee, 


PIM_90827 
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POLARIZATION RACK AND PANEL 
CONNECTORS WITH KEYED SHELLS GOOPER Interconnect 


RoHS _ 
Compliant 
Available 


High-impact diallyl phthalate dielectrics and molded-in corrosion-resistant mounting plates. Rated 5A per 
contact, 750VDC. Temperature rating: -55°C to +125°C. Barrier polarization feature prevents mis-mating. 
Keyed aluminum shells prevent mis-mating of several connectors mounted on same panel. 


No. of Contact Price Each 
Mfg. Part No. Contacts Gender Termination Stock No. 1-9+ 
Receptacle 
@ 26-4201-8S 8 Socket Solder 42FX186 114.65 
PIM_9016 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 
RACK & PANEL CONNECTOR 


516 SERIES RACK AND PANEL CONNECTORS @) Rectangular Power Contacts (CONT.) 
Z Contact Contact AWG | AWG Price Each 
. Mfg. Part No. Material Plating Min Max_ | Stock No. 1-9+ 
Sa Crimp, EA 
. @ 516-290-590 Phosphor Bronze | Gold Plated | 28 AWG | 18 AWG | 59K0503 0.50 
Contacts 
Crimp, TC 
@ 516-290-591 Phosphor Bronze | Gold Plated | 28 AWG | 18 AWG | 21J7598 0.79 
? RoHS _ Contacts 
Gepeimoint Solder, Pack of 100 
© @ 516-290-500P100 | Phosphor Bronze | Gold Plated | 28 AWG | 18 AWG | 59K0501 | 18.88 
A Contacts 
PIM_5511597 
HAN-YELLOCK® INTERCONNECT SYSTEM ee] 
Designed for cable-to-cable and cable-to-panel applications. Insertable/removable, recessed phosphor bronze 
contacts, order separately below, with gold plating over nickel. Grey polycarbate insulator, except 120-contact HARTING 
versions, which are green diallyl phthalate. Current rating: 8.5A. Order application tooling separately. 
No. of Price Each aos 
Mfg. Part No. Positions Rows Stock No. 1-9+ Gee einoiat 
Plug, Green Diallyl Phthalate, Actuating Screw & Polarizing Hardware Avalable 
@ 516-120-000-101 120 | 17 59K0498 39.51 
Plug, Green Diallyl Phthalate, Actuating Screw & Polarizing Hardware, Metal Cover, Side 
Entry 
490-000. Assembled Connector using Side-Entry Hood and Multiplier 
@516-120-000-151 : a | _ uid SS EGo0y e208 Carrier Hood with Slotted Pushbutton 
Plug, Grey Polycarbonate, Actuating Screw & Polarizing Hardware Features: © P67 protected 
@ 516-020-000-301 20 4 59K0484 21.54 © 2-Pc. hood with pushbutton locking mechanism © Shock- and vibration-proof 
@ 516-038-000-301 38 9 59K0487 18.54 © Simple snap-in functionality © Space-saving compact design 
= ® Insert assembly from mating and termination side  @ Reduces material and wiring costs 
@ 516-056-000-301 56 9 59K0492 18.33 © Contact bridging @ Easy assembly 
@ 516-090-000-301 90 13 59K0496 34.79 @ 25 Coding possibilities 
Plug, Grey Polycarbonate, Actuating Screw & Polarizing Hardware, Plastic Cover, Top Entry Han-Yellock® heavy-duty industrial connectors provides secure transmission of data, signal and power while 
Standard Clamp offering individual configuration options, optimal functionality and elegant, space-saving design. The innovative 
@ 516-090-000-311 90 13 2803285 45.35 locking system makes connections and disconnections safe and quick — even under harsh industrial conditions. 
~ — 5 : The locking takes place as the cable and device sides are simply joined together. The self-contained interface 
Plug, Grey Polycarbonate, Actuating Screw & Polarizing Hardware, Side Entry Metal Cover consists of a housing, bulkhead mounting, carrier hood with cover, modules, crimp pin contacts, multipliers, and 
@ 516-020-000-351 20 4 59K0485 55.33 accessories; all ordered separately below. 
@ 516-056-000-351 56 9 59K0493 66.21 Two-part powder-coated aluminum hood for easy wiring and testing. Features patented, vibration-resistant 
- internal, latched locking mechanism that makes connections and disconnections safe and quick, even under 
@ 516-090-000-351 90 13 59K0497 65.14 harsh industrial conditions. Choice of side or top cable entry. 
Plug, Grey Polycarbonate, Locknut & Polarizing Hardware Body Shell Exit PricelEach 
© 516-020-000-302 20 4 95F3171 3.65 Mfg. Part No. Material Size Angle Stock No. 1-24+ 
@ 516-038-000-302 38 9 59K0488 13.78 Pushbutton, Carrier Hood 
© 516-056-000-302 56 9 95F3179 11.33 @ 11123000100 Aluminium Body 30 z 84R6043 =z 
Receptacle, Green Dially! Phthalate, Actuating Screw & Polarizing Hardware Pushbutton, Carrier Hood, Locking 
@ 516-120-000-202 120 i? 95F3189 22.60 @ 11123000110 Aluminium Body 30 7 84R6044 25.75 
@ 516-120-000-201 120 17 95F3188 36.74 Pushbutton, M20 
Receptacle, Grey Polycarbonate, Actuating Screw & Polarizing Hardware @ 11200031600 Zinc Body 40 45° 67X8138 ae 
© 516-038-000-401 38 9 59K0490 14.65 @ 11200031400 Zinc Body 10 180° 67X8136 22.92 
@ 516-056-000-401 56 9 59K0494 ees Pushbutton, M25 
Receptacle, Grey Polycarbonate, Locknut & Polarizing Hardware @ 11200031601 Zinc Body 10 45° 67X8139 ve 
@ 516-020-000-402 20 4 59K0486 15.13 @ 11200031401 Zinc Body 10 180° 67X8137 aE 
@ 516-038-000-402 38 9 59K0491 13.06 Screw, Hood Shell, M20 
© 516-056-000-402 56 9 59K0495 14.89 @ 11123001500 Aluminium Body 30 90° 84R6050 22.02 
@ 516-090-000-402 90 13 95F3185 8.99 @ 11123001400 Aluminium Body 30 180° 84R6047 34.60 
For Use Price Each Screw, Hood Shell, M25 
Mfg. Part No. Type With Stock No.} 1-1-9+ @ 11123001501 Aluminium Body 30 90° 84R6051 = 
@ 516-230-512 | Side Entry Cover | 516 Series 120-pin Rack and Panel Connector | 95F3190 | 44.36 @ 11123001401 Aluminium Body 30 180° 84R6048 23.18 
@ 516-230-520 | Side Entry Cover | 516 Series 20 Pin and 519 Series 14 Pin Rack | 94B5299 | 22.88 Screw, Hood Shell, M32 
and Panel Connectors @ 11123001502 Aluminium Body 30 90° 84R6052 24.45 
@ 516-230-538 | Side Entry Cover | 516 Series pee plane Pin Rack | 59K0499 | 28.65 © 11123001402 Aluminium Body 30 180° 84R6049 24.45 
@ 516-230-556 | Side Entry Cover | 516 Series 56-pin Rack and Panel Connector | 59K0500 | 31.91 For Use | Price Each 
@ 516-230-590 | Side Entry Cover | 516 Series 90-pin Rack and Panel Connector | 95F3194 | 31.99 Mfg. Part No. Type With Stock No.| 1-1-9+ 
PIM_8807 @ 11000009501 Set of 8 Coding Pins Han-Yellock Connectors | 84R6026 5.89 
- @ 11003000101 Adapter Frame Han-Modular Size 30) 84R6027 = 
a : Carrier Hoods 
Application Tooling @ 11003000301 Adapter Frame Han-Modular Size 30] 84R6028 = 
For Use Price Each Bulkhead Mount Housings 
Mfg. Part No. Description With Stock No. 4-4+ @ 11051052801] Female Multiplier 1:1,5 Position |Han Yellock Housings, | 84R6037 9.66 
516-280-300 | Extraction Tool Edac 516 Series Contact Styles 95F3213 | 105.60 = = Hoods, 6 Modules 
516-280-201 | Hand Crimp Tool| __ EDAC 16-290-590 Series Contacts 95F3212 | 226.47 clerk liana aie mira 
i jloods, & Modules 
516-280-400 | Insertion Tool_ | 516-290-590 & 516-290-591 Crimp Contacts |[i95h82143)038:03 @ 11051052803 | Female Multiplier 3:2, 5 Position Han Yellock Housings, | 84R6039 | 29.47 
516-280-500 Nut Driver as 95F3215 111.92 Hoods, & Modules 
PIM_5755689 @ 11051052804] Female Multiplier 4:1,5 Position |Han Yellock Housings, | 84R6040 41.17 
Hoods, & Modules 
@ 11051052805] Female Multiplier 5:0, 5 Position |Han Yellock Housings, | 84R6041 27.99 
Rectangular Power Contacts Hoods, & Modules 
@ 09140153001] Male Multiplier Block, 15 Position |Han-Yellock Hoods &| 91Y4101 2.37 
Housings 
@ 09140153101 | Female Multiplier Block, 15 Position | Han-Yellock Hoods &| 91Y4102 2.37 
Housings 
PIM_5511490 
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CONNECTORS & ACCESSORIES 
RACK & PANEL CONNECTORS 


Coniact AWG Price Each Rectangular Power Modules (CONT.) 
Mfg. Part No. Material Max Stock No. 1-9+ No. of Contact Price Each 
Pin, Crimp, Mfg. Part No. Contacts Gender Termination Stock No. 1-9+ 
@ 11050006101 Copper Alloy 22 AWG 84R6029 1.01 Plug 
@ 11050006102 Copper Alloy 20 AWG 84R6030 0.77 09140033001 3 Pin Crimp 0408120 8.60 
@ 11050006105 Copper Alloy 16 AWG 84R6033 0.77 09140034501 3 Pin Crimp 0408124 9.34 
@ 11050006106 Copper Alloy 14 AWG 84R6034 0.77 Receptacle 
Pin, Crimp, 0.75 mm2 09140033101 Socket Crimp 0408122 8.60 
@ 11050006103 Copper Alloy 18 AWG 84R6031 0.77 @ 09140063101 Socket Crimp 04€8130 8.60 
Pin, Crimp, 1 mm2 09140083101 8 Socket Crimp 0408132 10.11 
@ 11050006104 Copper Alloy | 18 AWG | 84R6032 0.77 @ 09140123101 12 Socket Crimp 92B6500 6.15 
Pin, Crimp, 3 mm2 PIM_5511592 
@ 11050006107 Copper Alloy | 12 AWG | 84R6035 1.04 
Pin, Crimp, 4 mm2 Rectangular Power Contacts 
@ 11050006108 Copper Alloy 12 AWG 84R6036 0.77 5 
| | Contact AWG AWG Price Each 
PIM_180005 Mfg. Part No. Material Min Max Stock No. 1-9+ 
Pin, Crimp, Han C, 4mm? Wire Size 
HAN-MODULAR CONNECTOR SYSTEM © 09320006107 Copper Alloy 12 AWG 12 AWG 88F1905 3.65 
Pin, Crimp, Han E, EE, EEE, , 2.5mm? Wire Size 
HARTING f 
@ 09330006102 Copper Alloy tee 14 AWG 04C9033 0.71 
Pin, Crimp, Han E, EE, EEE, 0.14 - 0.37mm? Wire Size 
Gein fant 09330006127 Copper 26 AWG 22 AWG 0409044 1.28 
‘omplian' 7 7 = = 
Available Pin, Crimp, Han E, EE, EEE, 0.5mm? Wire Size 
09330006121 Copper 20 AWG 20 AWG 97B2411 0.71 
Pin, Crimp, Han E, EE, EEE, 0.75mm? Wire Size 
09330006114 Copper 18 AWG 18 AWG 04C9039 0.74 
Pin, Crimp, Han E, EE, EEE, 1.5mm? Wire Size 
09 14 008 2633 09 14 008 2733 @ 09330006104 Copper 16 AWG 16 AWG 90B9143 0.71 
The Han-Modular series is a new system of inserts designed to meet the specific requirements of individual Pin, Crimp, Han E, EE, EEE, 1mm? Wire Size 
customers. The individual contacts used in this system are all from existing well proven ranges and it is possible 09330006105 Copper 18 AWG 18 AWG 50H2672 071 
to use combinations of 1 to 12 modules depending on the size of the hoods and housings chosen. = - = = - 
SE Pin, Crimp, Han E, EE, EEE, 4mm? Wire Size 
No. of AWG AWG | Current porce 20 @ 09330006107 Copper 12 AWG 12 AWG 90B8939 0.71 
Mfg. Part No. Contacts Max Min Rating Stock No. 1-9+ = _ 5 
= Pin, Pneumatic contact for use with 3mm I/D Tube 
Plug, Silver Plated Contacts 
09140006152 ait us 04¢8092 8.14 
09140052616 5 14AWG 26AWG 16A 85C0580 16.34 5 = A 
ar Pin, Pneumatic contact for use with 4mm I/D Tube 
Plug, Push Lock Pin, Silver Plated Contacts ooTan0Neias 0408003 
@ 09140082633 8 14AWG 20AWG 16A 64R1234 22.82 Socket, Cri Han C ek 
ocket, Crimp, Han 
13 16AWG 24AWG 10A 86R4809 
= eas - od) 09320006207 Copper Alloy 12 AWG 12 AWG 0409012 4.95 
Plug, Screw Pin, Silver Plated Contacts = ——— 
Socket, Crimp, Han E, EE, EEE, , 0.14 - 0.37mm? Wire Size 
patabozZes : ~ “ = PaHete asl 09330006227 Copper 26 AWG 22 AWG 04C9061 se 
@ 09140022646 2 6AWG 8AWG 70A 86R4803 32.31 5 oP ——- - 
Socket, Crimp, Han E, EE, EEE, , 0.5mm? Wire Size 
09140022601 2 8AWG 14AWG 40A 0408114 24.32 
09330006220 Copper 20 AWG 20 AWG 96B4911 (ONaza 
@ 09140032601 3 8AWG 14AWG 40A 52K4950 23.95 ~ ——- 
Receptacle, Silver Plated Contacts Socket, Crimp, Han E, EE, EEE, 1.5mm? Wire Size 
P : @ 09330006204 Copper 16 AWG 16 AWG 90B8954 0.77 
@ 09140052716 5 14AWG 26AWG 16A 51M4030 16.54 a ae 
R tacle, Push Lock Socket Silver Plated Contact Socket, Crimp, Han E, EE, EEE, 1mm? Wire Size 
eceprace, Susnegen socket Sever" aed wonrac’s 09330006205 Copper 18AWG | 18AWG 9106195 0.77 
@ 09140082733 8 14AWG 20AWG 16A 64R1235 23.40 ~ ——_ 
© 09140122732 13 teawe | 24awG | 140A | 86R4810 Sookstenimnys Ha BBE EE Sune eo 
; es © 09330006202 Copper 14ANG | 14 AWG 34C3668 0.77 
Receptacle, Screw Socket, Silver Plated Contacts 7 a Alcan es 
Socket, Crimp, Han E, EE, EEE, 4mm? Wire Size 
09140022753 2 4AWG 6AWG 100A 29H1473 45.85 
@ 09330006207 Copper re 12 AWG 0409056 0.77 
@ 09140022741 2 6AWG 8AWG T0A 62M1474 40.53 : Fi 
Socket, Pneumatic contact for use with 3mm I/D Tube 
09140022701 2 8AWG 14AWG 40A 97B2410 24.20 09140000252 0408098 
09140032702 3 sAwG | 10AWG 40A 26K5854 30.98 a = : 7 = 
0944 008 701 3 SAWG TaAWG 70A 73M3665 LAG Socket, Pneumatic contact for use with 4mm I/D Tube 
: 09140006253 04C8099 8.38 
For Use Price Each = piy_5511593 
Mfg. Part No. Type With Stock No. 1-1-9+ 
@ 09140160313 Han Modular Frame 4 Han-Modular Modules 57J2071 26.54 ae 
RoHS ® 
09140100803 | Han Modular Frame | 3Han-Modular Modules | 9782404 | 25.08 A TereE Geeta ‘T) AL Sezer ems 
wailable 
@ 09140060303 Han Modular Frame 2 Han-Modular Modules 97B2519 24.82 : HARTING 
09140060313 Han Modular Frame HAN 6B Female Inserts 97B2520 20.82 
FINE ee Han 16A Han250 = Han A 
Han 10A Han 15D Han HsB 
Han 7D Han E 
Rectangular Power Inserts 7 
No. of Current Price Each ' 
Mfg. Part No. Contacts Rating Stock No. 1-9+ fi : i 
= = = Han 24E Screw Terminal Crimp Terminal 
Plug, Crimp Pin - Contacts Not Supplied Han 16E Han 6 HsB 
09140063001 6 16A 04C8129 8.60 ange M2108 
09140083001 8 16A 5732079 10.41 
@ 09140123001 12 10A 57J2075 6.15 
09140253001 25 __ 4a 29H1480 10.41 Nook | Shen] AWE. | AWG | Comert Price Each 
Receptacle, Crimp Socket - Contacts Not Supplied Mfg. Part No. Contacts | Size Max Min Rating | Stock No. 1-9+ 
09140253101 25 4A 29H1481 7.39 Plug, Screw Pin, Silver Plated Contacts 
PIM_5511594 @ 09200032611 4 3A 14AWG | 18AWG 10A 79K0430 12.79 
@ 09200042611 5 4A 14AWG | 18AWG 10A 79K0432 13.77 
Rectangular Power Modules @ 09330062601 6 6B | 14AWG | 18AWG 16A 79K0476 | 13.89 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


RACK & PANEL CONNECTORS 


HAN® NEMA 4//12 POWER CONNECTOR INSERTS (CONT.) HAN® NEMA 4//12 POWER CONNECTOR HOODS (CONT.) 


No.of | Shell | AWG AWG | Current | Price Each Body Shell Exit Price Each 
Mfg. Part No. Contacts | Size Max Min Rating Stock No. 1-9+ Mfg. Part No. Material Size Angle Stock No. 1-9+ 
Plug, Screw Pin, Silver Plated Contacts 1 Lever, M20 Top Entry, 2 Pegs 
@ 09310062601 7 16B 10AWG | 16AWG 35A 79K0443 39.83 @ 19200031440 Zinc Body 3A 180° 85C2347 9.33 
09380062601 i 16B | 14AWG | 20AWG 80A 0409579 86.10 1 Lever, M20 Top Entry, 2 Pegs, Low Profile 
@ 09330102601 10 10B 14AWG | 18AWG 16A 91F9641 17.64 19200101440 Aluminium Body 10A 180° 29H1668 20.81 
@ 09200102612 1 10A 14AWG | 18AWG 16A 79K0434 20.45 19300061440 Aluminium Body 6B 180° 29H1702 —_ 
09380122601 13 24B 14AWG | 20AWG 80A 04€9581 116.71 1 Lever, M25 Side Entry, 2 Pegs, Low Profile 
@ 09330162601 16 16B 14AWG | 18AWG 16A 91F9646 21.70 @ 19300161541 Aluminium Body 16B 90° 29H1796 24.37 
@ 09200162612 17 16A_| 14AWG | 18AWG 16A 79K0437 24.67 19300241541 Aluminium Body 24B 90° 29H1847 = 
@ 09330242601 24 24B 14AWG | 18AWG 16A 91F9651 26.54 19300061541 Aluminium Body 6B 90° 97H2697 19.05 
Receptacle, Screw Socket, Silver Plated Contacts 1 Lever, PG11 Side Entry, 2 Pegs 
@ 09200032711 4 3A 14AWG | 18AWG 10A 79K0431 (ES @ 09200031640 Zinc Body 3A 90° 79K0429 11.61 
@ 09200042711 5 4A 14AWG | 18AWG 10A 79K0433 14.54 1 Lever, PG11 Top Entry, 2 Pegs 
@ 09330062701 6 6B 14AWG | 18AWG 16A 91F9636 15.08 @ 09200031440 Zinc Body 3A 180° 99B6554 9.80 
@ 09310062701 7 16B 10AWG | 16AWG 35A 79K0444 43.70 1 Lever, PG11 Top Entry, 2 Pegs, Grey 
09380062701 7 16B 14AWG | 20AWG 80A 04C9580 121.26 09200030420 Thermoplastic Body 3A 180° 04€8314 6.07 
@ 09330102701 10 10B 14AWG | 18AWG 16A 79K0477 18.39 1 Lever, PG13.5 Side Entry, 2 Pegs, Low Profile 
@ 09200102812 1 10A 14AWG | 18AWG 16A 79K0435 22.58 @ 09300061540 Aluminium Body 6B 90° 97H1935 21.29 
09380122701 13 24B 14AWG | 20AWG 80A 0409585 129.31 1 Lever, PG13.5 Top Entry, 2 Pegs, Low Profile 
@ 09330162701 16 16B 14AWG | 18AWG 16A 79K0478 18.24 @ 09200101440 Aluminium Body 10A 180° 96B3288 23.57 
@ 09200162812 17 16A 14AWG | 18AWG 16A 94B8024 30.77 @ 09300061440 Aluminium Body 6B 180° 79K0439 21.05 
@ 09330242701 24 24B 14AWG | 18AWG 16A 91F9652 28.90 1 Lever, PG16 Side Entry, 2 Pegs, Low Profile 
PIM_16848 @ 09200101541 Aluminium Body 10A 90° 97H1930 22.54 
@ 09300101541 Aluminium Body 10B 90° 97H1939 26.33 
Rectangular Power Inserts @ 09200161541 Aluminium Body 16A 90° 51B024 22.92 
Nac Shell Curent Price Each @ 09300061541 Aluminium Body 6B 90° 91F9637 21.29 
Mfg. Part No. Contacts Size Rating StockNo. | 1-9+ _ 4 Lever, PG16 Top Entry, 2 Pegs, Low Profile - 
Plug, Crimp Pin - Contacts Not Supplied @ 09300061441 : Aluminium Body 6B 90 82K6651 21.29 
© 09360083001 9 3A 0A 79K0445 031 1 Lever, PG21 Side Entry, 2 Pegs, High Profile : 
Receptacle, Crimp Socket - Contacts Not Supplied © 09300100542 A pala Body 08 cal GUE) = 
© 09360083101 9 3A 10A 79K0446 9.31 a Aumointum BOs oS 2 SIGHS || 2288 
PIMS511596 1 Lever, PG21 Side Entry, 2 Pegs, Low Profile 
_ @ 09300161540 Aluminium Body 16B 90° 50B3888 23.42 
1 Lever, PG21 Top Entry, 2 Pegs, High Profile 
Rectangular Power Inserts © 09200160441 Aluminium Body 16A 180° 79K0436_ | 29.34 
No. of Contact Price Each @ 09300060442 Aluminium Body 6B 180° 97H1932 28.26 
Mfg. Part No. Contacts Gender Termination Stock No. 1-9+ 1 Lever, PG29 Side Entry, 2 Pegs, High Profile 
Plug @ 09300160541 Aluminium Body 16B 90° 97H1944 44.02 
@ 09210073031 1 Pin Crimp 82K8815 7.27 2 Lever, M20 Side Entry, 4 Pegs, Low Profile 
@ 09210153001 15 Pin Crimp 79K4445 18.99 19300101520 Aluminium Body 10B 90° 29H1742 19.68 
@ 09210253001 25 Pin Crimp ESKASA6 20.24 2 Lever, M32 Side Entry, 4 Pegs, High Profile 
Receptacle 19300240527 Aluminium Body 248 90° 29H1820 = 
© 09210073131 7 Fin Crimp suniozg 6.86 2 Lever, M32 Top Entry, 4 Pegs, High Profile 
© 09210153101 18 al Crimp 80K6209 18.63 19300100427 Aluminium Body 10B 180° 29H1716 | 30.74 
@ 09210253101 25 Pin Crimp 79K0469 19.29 2 Lever, PG16 Side Entry, 4 Pegs, Low Profile 
PIM_5511595 @ 09300101521 Aluminium Body 10B 90° 96B6116 21.91 
2 Lever, PG16 Top Entry, 4 Pegs, Low Profile 
HAN® NEMA 4//12 POWER CONNECTOR HOODS Gee timaian pee @ 09300101421 Aluminium Body 10B 180° 97H1938 21.14 
Available 2 Lever, PG21 Side Entry, 4 Pegs, High Profile 
@ 09300100522 Aluminium Body 10B 90° 79K0472 26.40 
@ 09300160520 Aluminium Body 16B 90° 97H1942 20.67 
2 Lever, PG21 Side Entry, 4 Pegs, Low Profile 
@ 09300161520 Aluminium Body 16B 90° 91F9648 20.17 
@ 09300241520 Aluminium Body 24B 90° 91F9653 22.41 
2 Lever, PG21 Top Entry, 4 Pegs, High Profile 
@ 09300100422 Aluminium Body 10B 180° 91F9644 34.02 
na @ 09300160420 Aluminium Body 16B 180° 97H1940 33.90 
Single Lever, Side-Entry Double Lever, Side-Entry Side Lever, Side-Entry Double Lever, Top-Entry 2 Lever, PG21 Top Entry, 4 Pegs, Low Profile 
Hoods are in accordance with international standard IEC 529 (DIN40050) degree of protection IP 65, which @ 09300161420 Aluminium Body 16B 480° 91F9649 24.41 
complies in full with NEMA Type 4. Constructed of die-cast aluminum. Protect against windblown dust and 2 Lever, PG29 Side Entry, 4 Pegs, High Profile 
rain, splashing water, and hose-directed water. For use in power utility, robotics, chemical plants, machine tool 2 5 3 
control, injection mold, industrial instrumentation, and conveyor equipment applications. Hoods with single @ 09300160521 Aluminium Body 16B 90° 97H1943 33.21 
lever mate with single lever. @ 09300240521 Aluminium Body 248 90° 98B6193 34.82 
Body Shell Exit | Price Each 2 Lever, PG29 Top Entry, 4 Pegs, High Profile 
Mfg. Part No. Material Size Angle Stock No. 1-9+ @ 09300100423 Aluminium Body 40B 180° 97H1936 30.06 
1 Lever, Coupler, PG11 Top Entry, Grey © 09300160421 Aluminium Body 168 180° 79K0440 | 34.63 
09200030720 Thermoplastic Body 3A 180° 94B1743 4.34 @ 09300240421 Aluminium Body 248 180° 79K0442 37.18 
1 Lever, M20 Angled Entry, 2 Pegs 2 Lever, PG29 Top Entry, 4 Pegs, Low Profile 
19200031640 Zinc Body 3A 45° 29H1659 11.26 @ 09300241421 Aluminium Body 248 180° 79K0474 23.80 
1 Lever, M20 Side Entry, 2 Pegs, Low Profile PIM 16849 
19200101540 Aluminium Body 10A 90° 29H1669 22.24 
@ 19300101540 Aluminium Body 10B 90° 29H1745 22.99 
19200161540 Aluminium Body 16A go° 29H1677 21.93 
19300061540 Aluminium Body 6B go° 29H1703 18.71 
> CONTINUED > 
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HAN® NEMA 4//12 CONNECTOR HOUSINGS 


RoHS 
Compliant 
Available 


gay 


CONNECTORS & ACCESSORIES 
RACK & PANEL CONNECTORS 


HAN® D CRIMP CONTACTS (CONT.) 


HARTI Contact AWG AWG Price Each 
NG Mfg. Part No. Material Min Max Stock No. 1-9+ 
Pin, Crimp, Gold Plated Contacts 
4 09150006124 Copper 26 AWG 22 AWG 95B8333 3.17 
09150006122 Copper 18 AWG 18 AWG 92B4840 3.17 
09150006121 Copper 16 AWG 16 AWG 94B9219 3.17 
Pin, Crimp, Silver Plated Contacts 
Panel Mount @ 09150006107 ass 26 AWG 22 AWG 04C8158 1.26 
: : Panel Mount, 
Single Lever Double Laver @ 09150006103 Copper 20 AWG 20 AWG 04C8157 1.51 
ae tee ae oa @ 09150006102 Copper 18 AWG 18 AWG 79K0459 4.51 
ingle Lever ouble Lever 
Housings are in accordance with international standard IEC 529 (DIN40050) degree of protection IP65, which AL Copper JANG: IG AWG CACEIS6 i153 
complies in full with NEMA Type 4. Constructed of die-cast aluminum. Mfg. part no. 0930030302 has a @ 09150006106 Copper 14 AWG 14 AWG 79K0426 1.51 
thermoplastic spring cover. Protect against windblown dust and rain, splashing water, and hose directed water. Socket, Crimp, Silver Plated Contacts 
Accept HAN® connector inserts. For use in power utility, robotics, chemical plants, machine tool control, @ 09150008207 a 26 AWG 22 AWG 79K0427 1.418 
injection mold, industrial instrumentation, and conveyor equipment applications. 
Price Each @ 09150006203 Copper 20 AWG 20 AWG 96B5550 1.54 
Body Shell Le C 18 AWG 18 AWG 04¢8173 
ag Fat Ne: Material Size ee = 5 a Sra ce 16 AWG 16 AWG 79K0460 = 
Bulkhead Mount, 1 Lever, Low Profile 7 aT TANG TECHIES 1 
© 09200100301 Aluminium Body 10A 9866370 21.68 © 09190006206 jopper flay 1.54 
© 09300100305 Aluminium Body 10B 9711954 32.38 PIM_73801 
@ 09200160301 Aluminium Body 16A 97H1951 25.50 
© 09300160307 Aluminium Body 16B 04C8662 29.58 HAN® CRIMP TOOL AND ACCESSORIES pay 
@ 09300060301 Aluminium Body 6B 79K0470 20.99 
Bulkhead Mount, 1 Lever, Low Profile, Vertical —_ | HARTING 
© 09200030301 Zinc Body 3A 79K0467 7.70 <= Vers 
Bulkhead Mount, 1 Lever, Metal Cover, Low profile Mini Removal Tool Gesinpian 
@ 09300160318 Aluminium Body 16B 0408665 56.17 Available 
Bulkhead Mount, 1 Lever, Plastic Cover, Low profile ; a 
09200100321 Aluminium Body 10A 88F3098 = Crimp Tool oe 
@ 09300480301 Aluminium Body 48B 04C8888 = Fonuse Price Each 
Bulkhead Mount, 2 Lever, Low Profile Mfg. Part No. With StockNo.|  1-4* 
@ 09300100301 Aluminium Body 10B 79K0471 26.82 Extraction Tool 
© 09300160301 Aluminium Body 16B 79K0473 26.01 09990000052 Han D Crimp Contacts 9484096 | 16.55 
@ 09300240301 Aluminium Body 24B 91F9655 29.92 Hand, Crimp Tool 
© 09300320301 Aluminium Body 328 99F6805 55.86 09990000110 | Harting 26-12AWG Han D, Han E, Han C & Han Yellock Contacts] 0469804 | 916.44 
Surface Mount, 1 Lever, Single Side Entry M20 09990000001 | Harting Buchanan 0.14-4mm? Han D, Han E, Han Yellock & Han| 0469798 | 1136.13 
19300061250 Aluminium Body 6B 29H1698 26.41 C Contacts 
Surface Mount, 1 Lever, Single Side Entry M25 @ 09990000021 Harting Han D, Han E &Han Yellock Contacts 79K0525 | 317.99 
19200100251 Aluminium Body 10A 29H1661 30.68 Insertion Tool 
19300161251 Aluminium Body 16B 29H1783 41.61 09990000059 Crimp Contacts 96B1799 20.85 
Surface Mount, 1 Lever, Single Side Entry PG16 Ratchet, Crimp Tool 
@ 09200100251 Aluminium Body 10A 79K0468 31.28 09990000175 Harting 28-20AWG D-Sub Stamped Contacts 96F2623 | 765.14 
@ 09200160251 Aluminium Body 16A 79K9565 37.43 Price Each 
@ 09300061251 Aluminium Body 6B 79K0438 33.46 Mfg. Part No. Description Stock No. 1-1-9+ 
Surface Mount, 1 Lever, Single Side Entry PG21 09990000305 0409817 23.17 
@ 09300161250 Aluminium Body 16B 79K0441 37.46 @ 09990000004 - 50B3901 3.17 
Surface Mount, 1 Lever, Top Entry M20, Open bottom 09330009915 Grooved Taper Coding Pin 04C9078 = 
19200031250 Zinc Body 3A 29H1657 16.90 PIM_78631 
Surface Mount, 1 Lever, Top Entry PG11 
@ 09200031250 Zinc Body 3A 0106238 17.73 
Surface Mount, 2 Lever, Single Side Entry M25 CANNON DL/DLM SERIES PLASTIC 
: : —— AND METAL ZERO INSERTION FORCE vy 
19300161231 Aluminium Body 16B 29H1782 35.73 CONNECTORS | T T cannen 
19300241231 Aluminium Body 24B 29H1833 37.29 ofis 
‘ol 
Surface Mount, 2 Lever, Single Side Entry PG16 Gop sinpiat 
@ 09300101231 Aluminium Body 10B O7H1955 34.02 Avallabie 
Surface Mount, 2 Lever, Single Side Entry PG21 
@ 09300161230 Aluminium Body 16B 97H1958 36.76 DL Series Receptacle 
@ 09300241230 Aluminium Body 24B 97H1962 37.18 
DL Series Plug 
For Use Price Each © ZIF Design Enables Rapid Mating with Minimal el-to-Panel Interconnections 
Mfg. Part No. Type With Stock No.|  1-1-9+ Contact Wear © Ideal for Multi-Cycle and Circuit Applications 
@ 09200035425 | Protection Cover | HanA Size 3A Housings mounted with Female | 04C8334 14.62 © For Cable-to-Cable, Cable-to-Panel, and Pan- 
Inserts DL series rack and panel connectors feature zero insertion force (ZIF) design to enable long life and rapid 
09200035426 | Protection Cover | HanA Size 3A Housings mounted with Male | 0468332 14.62 mating. Ideal for any application requiring many cycles and circuits, for example, medical, instrumentation and 
Inserts computer use. Glass-filled thermoplastic connector housing, rated UL94V-1, features stainless steel insulator 
retainer and camshaft. Zero connector engagement force minimizes contact wear as well. Contacts may 
PIM_16847 be hand or machine terminated. Current rating: 5A. Capable of 8 Ibs. minimum contact retention, 1200VAC 
dielectric withstanding voltage. Operating temperature: -55°C to +105°C. 18 to 32 AWG wire range. Order 
actuating handle kit for plugs separately online. Order crimp contacts and crimp tools separately online. DLM 
HAN® D CRIMP CONTACTS q series rectal panel mount ZIF (Zero Theetfon Force) okies and receptacles aie a Iaigeed fake plead 
aluminum alloy housing with a glass-filled thermoplastic insulator, rated UP94V-0. Shield-locking mechanism 
HARTING offers uniform mating pressure around the perimeter of the mated connector to create an EMI/RFI shield. 


Socket 


1.800.463.9275 © newark.com 


RoHS _ 
Compliant 
Available 
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Facilitates compliance of equipment to CE EMC directives. Intermateable with the DL series plastic versions for 
backwards/forwards compatibility. Order crimp contacts separately; go online or call. 
No. of Row Price Each 
Mfg. Part No. Contacts Pitch Rows Pitch Stock No. 1-24+ 
Backplane, Receptacle, Through Hole, Low Current 
@ DL5-260RW6B 260 2.54mm | 10 2.54mm 23€2312 335.13 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


RACK & PANEL CONNECTORS 


CANNON DL/DLM SERIES PLASTIC AND METAL ZERO INSERTION FORCE 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


HAN® NEMA 4//12 POWER CONNECTOR “ 


. ® 
CONNECTORS (CONT.) KITS ao om 
No. of Row Price Each Features: HARTING 
. | Price Each 7 : F 
Mfg. Part No. Contacts | Pitch | Rows | Pitch | StockNo. | 4-24+ ° ees repent tig liga Reese 
Receptacle, Through Hole @ IP65/NEMA 4 rated assemblies 
@ DL1-156PW6 156 254mm 6 01K5463 = @ Hood/housings color: Gray : 
: @ Male and female inserts are interchangeable between 
Receptacle, Wire Wrap hood and housings 
@ 110855-0014 96 2.54mm 8 50B9206 167.58 RoHS _ 
Rectangular Power, Receptacle, Crimp SoBe 
@ DL3-60R 60 2.54mm 6 84F696 25.76 Piicoleach 
@ DL2-96R 96 254mm 8 84F693 22.06 Mfg. Part No. Description Stock No. 1-9+ 
Rectangular Power, Receptacle, Through Hole, Low Current Wire To Wire 
@ DL1-156RW-6B 186 ea) 6 ee || 22 @ 10200100000] Han® 10A, 16A 250V, Side Entry Hood, 10 Contacts 18C0847 = 
Rectangular Power, Receptacle, Wire Wrap @ 10330100000| __Han® 10 B, 16A 500V, Side Entry Hood, 10 Contacts 18C0850 a9 
@ DL1-156RW4 186 eeulu 6 CUED || e207 @ 10200160000 __Han® 16A, 16A 250, Side Entry Hood, 16 Contacts 180848 | 129.16 
Rectangular Power, Receptacle, Wire Wrap, Low Current @ 10330160000 Han® 16 B, 16A 500V, Side Entry Hood, 16 Contacts 1800851 = 
© DL1-156RW4B a zou 7 A LS @ 10330240000 Han® 24 B, 16A 500V, Side Entry Hood, 24 Contacts 1800852 = 
PIM_8788 @ 10200040005 Han® 3 A, 10A 230/400V, Side Entry Hood, 4 Contacts 29H1626 = 
®@ 10200040001 Han® 3 A, 10A 230/400V, Top Entry Hood, 4 Contacts 1800846 —_ 
Rectangular Power Inserts Less Contacts @ 10200030003 | Han® 3 A, 10A 230/400V, Top Entry Hood, Angled Housing, 3) 18C1554 as 
No. of Pace Bach @ 10200040003 | Han® 3 A, 10A 230/400V, = = Hood, Angled Housing, 4] 18C1557 
Mfg. Part No. Gender Positions Stock No. 1-24 o : : oH Bay on EE oe a wee: 
© DL1-156P Plug Je Fositons siees || ea © 10200040002 [| Han® 3A, 10A 230/400V, Top Entry Hood, Plastic, 4 Contacts | 1801556 | 49.92 
© DL1-156R Receptacle 156 Positions paRSeeo) 26.51 @ 10330060000 Han 6 B, 16A 500V, Side Entry Hood, 6 Contacts 18C0849 = 
@ DL2-96P Plug 96 Positions 51R5889 97.26 PIM oviBt 
@ DL3-60P Plug 60 Positions 51R5891 101.55 = 
PIM_5511507 
- ROCKSTAR® HEAVY DUTY CONNECTOR BASE Weidmiiller yp 
; ; AND BULKHEAD HOUSINGS 
Pin & Socket Connector Housings 
No. of Price Each 
Mfg. Part No. Positions Rows Stock No. 1-4+ a 
Plug 
@ 127050-0204 156 6 01M9860 _ : Bulkhead Housing 
PIM_5511506 er ene Double Lever 
Base Housing with Cover Base Housing 
Single Lever Double Lever 
CANNON DL/DLM SERIES JUNCTION xX Applications: @ NEMA 4X class of protection Hate fiat 
SHELL KITS 4 © General mechanical engineering © Scratch-resistant, corrosion-proof, Available 
DL series thermoplastic kits, rated UL94V-0, have stainless | T T cannon © Conveying equipment and plant engineering long-lasting a 
steel cable clamps. Knockout plug for alternate cable entry. @ Packaging machines © Material: Cast aluminium alloy AY @ 
Includes 4 screws and nuts. DLM series 2-pc. die-cast ® Lighting and stage equipment ® Color: Gray 
aluminum metal shell kits are nickel plated to facilitate EMI/ ¢ @ Fairground rides © Clamp lock in different versions of 
RFI shielding. Includes: 2 shells, 1 hood, 1 clamp, 1 lock/ | @ Process engineering rustproof stainless steel 
open indication seal and screws. © Transport and traffic engineering @ All housings are marked with part number 
Features: @ All bulkhead housings come with affxed gasketss 
© IP65 to EN60529 
Weidmiller has further developed its IP65 housing. The result is an industrial housing of a new design that also 
For Use Bod Exit Price Each has the properties corrosion resistance and long service life. These new HDC industrial housings even surpass 
With M y | ‘Anat Stock No.| 19% previous stainless steel housings in all respects. All operation elements are made of stainless steel. A high- 
Mfg. Part No. it aterial ngle__| Stock No. AD quality, multistage surface sealing provides safety for years. 
Junction Shell Kit, 14.2mm Max Cable Entry +With cover 
@ DL2-J/S DL2 ZIF Connector Thermoplastic Body | 90°,180° | 51R5887 21.66 Body Shell Price Each 
Junction Shell Kit, 15.9mm Max Cable Entry Mfg. Part No. Material Size Stock No. 1+ 
@ DL2-2u/S DL2 ZIF Connector Thermoplastic Body | 90°,180° | 16F3610 en Bulkhead Mount, 1 Lever 
@ DL3-3-J/S DL3 ZIF Connector Thermoplastic Body | 90°,180° | 16F3611 | 135.65 @ 1664040000 Aluminium Body 10A 10B7816 12.01 
Junction Shell Kit, 19.05mm Max Cable Entry @ 1206100000 Aluminium Body 10B 10B5508 13.48 
@ 249-4520-000 | DLM1 &DL1 ZIF Connectors | Aluminium Body | 90°,180° | 35M0780 97.06 @ 1664920000 Aluminium Body 16A 10B7827 14.82 
PIM_8834 @ 1209700000 Aluminium Body 16B 10B5524 19.56 
@ 1213900000 Aluminium Body 24B 10B5546 18.91 
CANNON DL SERIES CRIMP RoHS @ 1497600000 Aluminiur Body 4A 10B5827 7.28 
CONTACTS Avalable vy @ 1202100000 Aluminium Body 6B 10B5488 12.21 
Loose beryllium copper crimp contacts | T T cannen Bulkhead Mount, 2 Lever 
available in three versions. No insertion tool @ 1205000000 Aluminium Body 10B 10B5501 9.16 
required. Order crimp tools separately online. @ 1208600000 Aluminium Body 16B 10B5517 18.30 
Contact Contact AWG | AWG |PriceEach =“ 1212400000 Aluminium Body 24B 10B5536 18.54 
Mfg. Part No. Material Plating Min Max Stock No. 1-49+ © 1217800000 Aluminium Body 328 710B5556 24.93 
Pin, Crimp, Bump Contact, 20u” Gold Panel Mount, 4 Lever 
030-2415-001_| Copper__| Gold Plated Contacts | 26 AWG | 24 AWG |RSSIIES6I MRBEES @ 1655680000 Aluminium Body 708 1308435 39.00 
030-2410-001_] Copper -— - - — si ~ — —— oe vi © 1662720000 Aluminium Body 208 738800 26.95 
eae Copper i ‘old Plated Contacts 0.84 ® 1652490000 Aluminium Body 4A 1087693 12.44 
Pin, Crimp, Bump Contact, 50u” Gold ® 1652980000 Aluminium Body 6B 13C8213 24.93 
@ 030-2410-003 Copper Gold Plated Contacts | 26 AWG | 24AWG | 51R5894 4.22 Panel Mount, 2 Lever 
© 030-2415-003 ; am Sel Pe 2 Gon acts 2 ae e ae — 1.22 © 1654370000 Aluminium Body 708 10B7737 26.02 
—————————————e 259 © 1656720000 Aluminium Body 168 1087771 23,69 
Socket, Crimp, Flat contart — Sele x SEANG GLANS SEE @ 1661510000 Aluminium Body 24B 10B7802 24.28 
oUt opps | Soereee es tee © 1654450000 Aluminium Body 240 7308329 25.86 
@ 030-2491-001 Copper Gold Plated Contacts | 22AWG | 20AWG | 51R5897 0.79 pin 406d 
PIM_8789 7 
316 — Go online or call for non-compliant or &° ROHS Compliant products. See page 2 
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ROCKSTAR® HEAVY DUTY CONNECTOR KITS 


HA Series Kit 


Features: 
© |P65 to EN60529 


CONNECTORS & ACCESSORIES 
RACK & PANEL CONNECTORS 


HE Series Kit 


@ NEMA 4X class of protection 
@ All housings are marked with part number 


HDC kits are standardized sets of components for constructing a complete connector. Each kit includes male 
insert, female insert, hood housing, bulkhead housing, and cable gland. 


Weidmiiller = 


RoHS 

Compliant 

Available 
WE 


Cover 5 
; : Price Each 
apie paees Mfg. Part No. Description Stock No. 1-9+ 
Applications: © IP65 to EN60529 HDC 
© General mechanical engineering @ NEMA 4X class of protection @ 1712460000 Side Entry, Size 3, 6 Contacts 57H7409 40.04 
e lout i and plant engineering CO) Praharcai all tig long-lasting @ 1712520000 Side Entry, Size 6, 16 Contacts 61K7101 56.86 
Ct) ) : : 
¢ Lighting snd etare equine somes © 1712530000 Top Entry, Size 8, 24 Contacts 112504 80.79 
@ Fairground rides © Clamp lock in different versions of rustproof Wire To Wire 
; ats ae ee . ce steel eutinat @ 1712570000 Top Entry, Size 1, 3 Contacts 61K7103 24.59 
faite eee or ne ey eeaye ee © 1712600000 Top Entry, Size 1, 4 Contacts 61K7105 34.06 
Weidmiiller has further developed its IP65 housing. The result is an industrial housing of a new design that also © 1712660000 Top Entry, Size 3, 6 Contacts 61K7108 46.89 
has the properties corrosion resistance and long service life. These new HDC industrial housings even surpass @ 1712670000 Top Entry, Size 4, 10 Contacts 61K7109 47.90 
previous Stainless steel housings in all respects. All operation elements are made of stainless steel. A high- @ 1712680000 Top Entry, Size 6, 16 Contacts 61K7110 54.68 
quality, multistage surface sealing provides safety for years. . 
5 @ 1712690000 Top Entry, Size 8, 24 Contacts 18K8622 81.79 
Body Shell Exit Price Each 
Mfg. Part No. Material Size Angle Stock No. 1+ PIM_110637 
1 Lever, Coupler, PG21 Top Entry 
Aluminium Bod! 16D 13C8236 - z rH 
@ 1653230000 uminium Body 22.84 ROCKSTAR® HEAVY-DUTY CONNECTOR CABLE Weidmiiller eS 
1 Lever, PG11 Side Entry, 2 Pegs GLANDS 
= Fi RoHS 
@ 1652480000 Aluminium Body 4A 90' 10B7692 8.14 ry Gesinpian 
1 Lever, PG11 Top Entry al Available 
@ 1652470000 Aluminium Body 4A 180° 10B7691 10.38 C € 
1 Lever, PG13.5 Side Entry, 2 Pegs 
@ 1670530000 Aluminium Body 6B 90° 10B7865 11.63 
1 Lever, PG16 Side Entry, 2 Pegs D ce 
@ 1663810000 Aluminium Body 10A 90° 10B7813 — U 
© 1655210000 Aluminium Body 10B 90° 1308394 16.66 
@ 1664810000 Aluminium Body 16A 180° 10B7825 14.21 
© 1652520000 Aluminium Body 6B 90° 10B7696 12.58 NN ghee saci Eee Be es 
1L PG16 Top Entry, 2P Choose nylon cable glands for industrial applications where class of protection IP68 is required. Nickel-plated 
ever, op Entry, 4 Fegs brass cable glands recommended for industrial applications where class of protection IP54 is needed. In 
@ 1663930000 Aluminium Body 10A 180° 13C8897 10.47 addition, the nickel-plated brass gives good corrosion protection from external influences. Select nickel-plated 
®@ 1652640000 Aluminium Body 6B 480° 1308182 11.15 brass PG-to-NPT straight adapters for use with nickel-plated brass glands. 
1 Lever, PG21 Side Entry, 2 Pegs Cable Glands 
@ 1657850000 Aluminium Body 16B 90° 10B7775 16.65 Cable Cable Price Each 
@ 1662390000 Aluminium Body 24B 90° 13C8775 18.62 Mfg. Part No. Dia. Min. Dia. Max. Material Stock No. 1-9+ 
1 Lever, PG21 Top Entry, 2 Pegs IP54, PG11, Nickel-Plated 
© 1657960000 Aluminium Body 16B 180° 10B7777 14.34 © 0260700000 _ 8mm 10mm Brass 10B9014 _ 
© 1652680000 Aluminium Body 16D 180° 138186 14.54 IP54, PG16, Nickel-Plated 
© 1664870000 Aluminium Body 208 180° 1308974 17.15 10261400000", J2mnm seu las igs a0z2 = 
1 Lever, PG29 Side Entry, 2 Pegs IP54, PG21, Nickel-Plated 
© 1662410000 Aluminium Body 248 90° 13C8776 18.62 © 0260800000 _ J3mnm ifmom ic HOBSON = 
1 Lever, PG29 Top Entry, 2 Pegs IP54, PG29, Nickel-Plated 
© 1662550000 Aluminium Body 248 180° 138787 19.20 © 0261000000 ull 26mm Brass 1089020 = 
2 Lever, Coupler, PG21 Top Entry IP68, PG11 : 
@ 1657310000 Aluminium Body 6B 180° 4308520 25.43 @ 1568990000 5mm 10mm Nylon (Polyamide) 10B6285 1.86 
2 Lever, Coupler, PG29 Side Entry P68, PG16 : 
@ 1661730000 Aluminium Body 24B 1308714 21.14 @ 1569010000 10mm 14mm Nylon (Polyamide) 61K5267 0.89 
2 Lever, PG16 Side Entry, 4 Pegs P68, PG21 
® 1654070000 Aluminium Body 10B 90° 10B7728 15.68 @ 1569020000 43mm 18mm Nylon (Polyamide) 61K5268 3.58 
2 Lever, PG21 Side Entry, 4 Pegs P68, PG29 
@ 1656480000 Aluminium Body 16B 90° 10B7764 15.27 @ 1569030000 48mm 25mm Nylon (Polyamide) 1133849 5.57 
@ 1661230000 Aluminium Body 24B 90° 13C8677 19.27 PIM_110635 
@ 1665670000 Aluminium Body 32A 90° 1309042 21.33 
2 Lever, PG21 Top Entry, 4 Pegs PG-to-NPT Nickel-Plated Brass Adapters 
@ 1656630000 Al amin Body = - 10B7769 18.59 Thread Thread PricolEachi 
@ 1661370000 Aluminium Body 24B 180 10B7797 17.48 Mfg. Part No. Size Size Color Stock No. 4-9+ 
2 Lever, PG29 Side Entry, 4 Pegs Brass 
© 1661240000 Aluminium Body 24B 90° 10B7793 16.66 © 1712360000 1/2"NPT PG16 Metallic - Nickel Finish 10B8625 20.46 
© 1666840000 Aluminium Body 328 90° 1309129 31.48 @ 1712390000 1'NPT G29 | Metallic-Nickel Finish | 1088628 | 28.75 
For Use Price Each @ 1712370000 3/4"NPT PG21 Metallic - Nickel Finish 10B8626 20.92 
Mfg. Part No. Type With Stock No. 1-1-9+ PIM_5510980 
@ 1665240000 Hood Cover Size 4 Hoods 10B7829 20.80 
PIM_110633 
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CONNECTORS & ACCESSORIES 


CIRCULAR CONNECTOR 


CPC SERIES UV RESISTANT SEALED CIRCULAR 
CONNECTORS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


The new Sealed CPC Series connectors using UL F1-rated resin is ideal for UV resistance in outdoor 
applications. The UL F1 rating meets industry standards for long-term UV exposure, making the housings 
suitable for outside applications where parts are subject to frequent or extended periods of exposure to sun 
light. The new CPC is sealed to IP67 with no additional enclosure needed to protect the mated connector 
from water exposure, making it easier to install and lowering the cost of installation. The circular configuration 
requires less space than a rectangular-style connector with an equal number of contacts for an efficient use of 
space on your equipment. 
SERIES 1: SIGNAL 


No. of Insert Shell Mounting | Price Each 
Mfg. Part No. Positions Argmt. Size Type Stock No. 1-299+ 

Plug, Pin 

@ 1977881-1 4 Positions 11-4 11 Cable Moun 99W2275 14.60 
@ 1977889-1 3 Positions 17-3 17 Cable Moun 99W2283 - 
Plug, Socket 

@ 1977878-1 4 Positions 11-4 1 Cable Moun 99W2272 2.94 
@ 1977884-1 9 Positions 13-9 13 Cable Moun 99W2278 = 
@ 1977892-1 16 Positions 23-16 23 Cable Moun 99W2286 = 
@ 1977887-1 37 Positions 23-37 23 Cable Moun 99W2281 =a 
Receptacle, Pin 

@ 1977877-1 4 Positions 11-4 1 Cable Moun 99W2271 15.72 
@ 1977876-1 4 Positions 11-4 1 Panel Moun 99W2270 15.29 
@ 1977883-1 9 Positions 13-9 13 Cable Moun 99W2277 5 
@ 1977882-1 9 Positions 13-9 13 Panel Mount 99W2276 = 
@ 1977891-1 16 Positions 23-16 23 Cable Moun‘ 99W2285 27.65 
@ 1977890-1 16 Positions 23-16 23 Panel Mount 99W2284 24.25 
@ 1977886-1 37 Positions 23-37 23 Cable Moun 99W2280 = 
@ 1977885-1 37 Positions 23-37 23 Panel Moun 99W2279 27.46 
Receptacle, Socket 

@ 1977880-1 4 Positions 11-4 1 Cable Moun 99W2274 23.08 
@ 1977879-1 4 Positions 11-4 1 Panel Mount 99W2273 = 
@ 1977888-1 3 Positions 17-3 17 Panel Mount 99W2282 = 
PIM_212532 


SERIES 1 CPC CONNECTORS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


WG 


Shell Size Shell Size Shell Size 17 


11 13 
2) WoO comp ian 
989 8 8 8 S898 €2) Gee einoian 
11-4 13-7 13-9 17-9 17-14 17-16 


Shell Size 23 


23-24 


Contact Arrangements 


Standard Free-Hanging Reverse Free-Hanging Standard Square Reverse Square 
Plug Assembly Plug Assembly Flange Receptacle Flange Receptacle 
Standard Free- Reverse Free- 


Hanging Receptacle Hanging Receptacle 
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@ Indicates RoHS Compliant 4] Find Datasheets Online 


SERIES 1 CPC CONNECTORS (CONT.) 

@ All terminate to wire, unless specified 

@ Black thermoplastic housings, unless specified 

© Use pin contacts for standard gender receptacles 
and reverse gender plugs 


@ Use socket contacts for reverse gender recepta- 
cles and standard gender plugs 

© No contacts needed for feed-thru or PC board 
terminating receptacles 


TE Connectivity’s AMP Series 1 lightweight, plastic connectors permit the use of multiple combinations of 


signal and coaxial circuits in the same housing by accepting Multimate contacts, order separately; go online 
or call. Ideal for standard density applications. Maximum wire insulation diameter: 0.100” (2.54) except for 
arrangement 23-24 which will accept 0.150” (3.81) diameter. UL recognized, CSA certified. Order cable clamps, 
tools and accessories separately; go online or call. 
No. of Insert Shell Mounting Price Each 
Mfg. Part No. Positions Argmt. Size Type Stock No. 1-24+ 

Plug, Pin, Reverse Sex 

@ 206429-1 4 Positions 11-4 11 Cable Moun 46F316 5.62 
@ 211400-1 7 Positions 13-7 13 Cable Moun' 50F519 8.25 
@ 206044-1 14 Positions 17-14 17 Cable Moun 46F320 9.02 
@ 211768-1 9 Positions 17-9 17 Cable Moun 92F4844 10.57 
@ 211772-1 19 Positions 23-19 23 Cable Moun 92F6110 8.96 
@ 206305-1 37 Positions 23-37 23 Free Hanging 46F328 9.55 
Plug, Socket, Standard Sex 

@ 206060-1 4 Positions 11-4 1 Free Hanging 44F8386 6.18 
@ 211399-1 7 Positions 13-7 13 Cable Moun' 92F4843 1S 
@ 206708-1 9 Positions 13-9 13 Free Hanging 44F8388 5.51 
@ 206037-1 16 Positions 17-16 17 Free Hanging 44F8390 7.70 
@ 211766-1 9 Positions 17-9 17 Free Hanging 92F8387 9.52 
@ 211770-2 19 Positions 23-19 23 Cable Moun 66F3340 15.54 
@ 206837-1 24 Positions 23-24 23 Free Hanging 46F324 11.09 
@ 206150-1 37 Positions 23-37 23 Free Hanging 44F8392 7.70 
Plug, Socket, Standard Sex, Peripheral Seal, Mounting Holes 

@ 206705-3 9 Positions 13-9 13 Panel Mount 48F1669 6.51 
Receptacle, Pin, Feed-Thru 

@ 206552-1 16 Positions 17-16 17 Panel Mount 50F637 116.84 
Receptacle, Pin, Standard Sex 

@ 206153-1 4 Positions 11-4 1 Free Hanging 46F314 5.42 
@ 206705-4 9 Positions 13-9 13 Cable Mount 66F6167 5.30 
@ 206705-2 9 Positions 13-9 13 Free Hanging 46F317 5.78 
@ 206036-3 16 Positions 17-16 17 Free Hanging 46F321 4.78 
@ 206838-2 24 Positions 23-24 23 Free Hanging 46F323 9.15 
@ 206151-2 37 Positions 23-37 23 Free Hanging 46F325 7.70 
Receptacle, Pin, Standard Sex, Mounting Holes 

@ 206061-1 4 Positions 11-4 11 Panel Mount 44F8387 4.86 
@ 211401-1 7 Positions 13-7 13 Panel Mount 66F3295 8.00 
@ 206705-1 9 Positions 13-9 13 Panel Mount 44F8389 5.21 
@ 206036-1 16 Positions 17-16 17 Flange Mount 44F8391 5.31 
@ 211767-1 9 Positions 17-9 17 Flange Mount 92F8448 7.97 
@ 211771-1 19 Positions 23-19 23 Panel Mount 66F3349 10.43 
@ 206838-1 24 Positions 23-24 23 Panel Mount 46F322 8.45 
@ 206151-1 37 Positions 23-37 23 Panel Mount 44F8393 6.79 
Receptacle, Pin, Standard Sex, Peripheral Seal 

@ 206036-5 16 Positions 17-16 17 Free Hanging 66F6169 = 
@ 206838-4 24 Positions 23-24 23 Free Hanging 66F6643 = 
Receptacle, Pin, Standard Sex, Peripheral Seal, Mounting Holes 

@ 206036-4 16 Positions 17-16 17 Flange Mount 66F6168 = 
@ 206838-3 24 Positions 23-24 23 Panel Mount 66F6170 9.09 
@ 206151-3 37 Positions 23-37 23 Flange Mount 66F6637 ae 
Receptacle, Socket, Reverse Sex 

@ 206430-2 4 Positions 11-4 11 Free Hanging 46F315 4.67 
@ 206043-3 14 Positions 17-14 17 Free Hanging 46F319 6.41 
@ 206554-1 16 Positions 17-16 17 Free Hanging 96B6478 7.61 
@ 211769-3 9 Positions 17-9 17 Free Hanging 95B1704 7.59 
@ 206306-2 37 Positions 23-37 23 Free Hanging 46F327 9.60 
Receptacle, Socket, Reverse Sex, Mounting Holes 

@ 206430-1 4 Positions 11-4 11 Panel Mount 46F313 4.47 
@ 211398-1 7 Positions 13-7 13 Panel Mount 98F5749 7.68 
@ 206043-1 14 Positions 17-14 17 Panel Mount 46F318 5.54 
@ 206043-4 14 Positions 17-14 17 Panel Mount 66F6642 5.79 
@ 211769-1 9 Positions 17-9 17 Panel Mount 7108214 7.07 
@ 211773-1 19 Positions 23-19 23 Panel Mount 99F3126 10.63 
@ 206306-1 37 Positions 23-37 23 Panel Mount 46F326 6.92 
Receptacle, Socket, Reverse Sex, Peripheral Seal 

@ 206430-4 4 Positions 11-4 11 Free Hanging 66F6640 2.58 
@ 206043-5 14 Positions 17-14 17 Free Hanging 66F6171 = 
Receptacle, Socket, Reverse Sex, Peripheral Seal, Mounting Holes 

@ 206430-3 4 Positions 11-4 11 Panel Mount 66F6639 4.36 
Receptacle, Socket, Reverse Sex, Threaded Inserts 

@ 211102-1 4 Positions 11-4 1 Panel Mount 33B6882 10.33 
@ 211103-1 14 Positions 17-14 17 Panel Mount 33B6883 13.97 
PIM_8173 
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Circular With Contacts 


CONNECTORS & ACCESSORIES 
CIRCULAR CONNECTORS 


SERIES 2 HIGH-DENSITY CPC CIRCULAR CONNECTORS 


No. of | Shell | Insert | Mounting | Termination Price Each 
Mfg. PartNo. | Contacts | Size | Argmt. Type Type Stock No. 1-4+ 
Plug, Socket 
@ 1-206455-2 63 23 23-63 | PCB Mount Through Hole | 52K3259 61.66 
Receptacle, Pin 
@ 208223-9 9 13 13-9 | PCB Mount | Through Hole | 52K3518 11.61 
@ 1-207303-3 16 17 17-16 | PCB Mount | Through Hole | 52K3270 26.61 
Receptacle, Socket Standard Square 
Flange Receptacle 
@ 208283-4 4 "1 11-4 | PCB Mount Through Hole | 52K3519 14.81 
Reverse Square PC Board Mount 
PIM_5511575 Flange Receptacle Square Flange 
3 Receptacle 


SERIES 1 SEALED CIRCULAR 1-PIECE PLASTIC 
CONNECTORS 


Panel Mount Receptacle 


AUTHORIZED DISTRIBUTOR 


Ose 
Available 
WG 


Free-Hanging Receptacle 


Cable Mount Plug 


Standard 
Free-Hanging 
Receptacle 


Standard 


Reverse 
Free-Hanging Free-Hanging Reverse 
Receptacle Plug Assembly Free-Hanging 
Plug Assembly 


@ All terminate to wire, unless specified 

® Receptacles have no seal 

@ Black thermoplastic housing, unless specified 

@ Use pin contacts for standard gender receptacles 


cles and standard gender plugs 

® No contacts needed for feed- 
thru or pc board terminating 
receptacles 


RoHS — 

Compliant 

Available 
WE 


TE Connectivity’s AMP Series 1 CPC connectors terminate to wire and include a pre-installed bonded and reverse gender plugs @ Heat-stabilized and fire-resistant 
peripheral seal. Receptacles feature black thermoplastic housing. Free-hanging plugs have 6/6 nylon glass- @ Use socket contacts for reverse gender recepta- 
filled housing. UL recognized, CSA certified, VDE approved. Order Powerband precision-formed, high-current TE Connectivity’s AMP Series 2 connectors are designed for normal commercial, unsealed applications 
contacts separately; go online or call. such as automotive, aircraft, instrumentation, computer and peripheral equipment. Accepts size 20 DM (screw- 
No. of Insert Shell Mounting Price Each machined) and size 20DF (precision-formed) pin and socket contacts with 0.040" (1.02) pin diameters; ordered 
Mfg. Part No. Positions Argmt. Size Type Sil, | oes separately. Order application tools and accessories separately. UL recognized, CSA certified. 
Plug, Pin No. of Insert | Shell Mounting Price Each 
@ 788153-2 4 Positions 11-4 11 Cable Moun 2500451 19.52 Mfg, Part No. Positions | Argmt. | Size Type Stock No. 1-94 
© 796271-1 14Positions | 17-14 17 Free Hanging | 16H6256 12.62 Plug, Pin 
Plug, Socket @ 206434-1 8 Positions 11-8 1 Cable Moun 46F1124 8.80 
© 796094-2 4Positions | 1-4 1 | CableMount | 2309719 | 14.34 2 060s) 28Positions | 17-28 | 17 | Cable Mount _[MRBBEiMISS 9.01 
© 788157-2 QPositions | 13-9 13 | CableMount | 2ace176 | 12.24 © 206487-1 57 Positions | 23:57 | 23 | Cable Mount | IAOrISSI ied 
© 796274-1 14 Positions | 17-14 17 Panel Mount | 46H6258 | 25.30 © 205843-1 83 Positions | 23-63 23 PanelMount_| 46F1137_| 16.38 
© 796274-2 16 Positions | 17-16 17 Free Hanging | 850775 | 52.25 Plug, Socket 
© 796188-1 24Positions | 23-24 23 Cable Moun 09c9387 | 24.81 © 205838-1 8 Positions 118 1" Cable Moun! 46F1121 8.76 
© 796288-1 37 Positions | 23-37 23 Cable Moun 16H6264 | 35.33 © 206485-1 9 Positions 1-9 i Cable Moun 46F1127 8.65 
Receptacle, Pin @ 205839-3 28 Positions 17-28 17 Cable Moun‘ 46F1130 8.23 
@ 796096-2 4 Positions 11-4 1 Cable Moun 2309747 15.72 @ 206126-1 28 Positions 17-28 17 Free Hanging 88F2315 19.72 
@ 796095-2 4 Positions 14 H Panel Mount | 2309744 | 14.07 @ 2058424 63 Positions | 23-63 | 23 | Cable Mount _| 46F1139_| 15.19 
@ 788159-2 9 Positions 13-9 13. | CableMount | 24ce179 | 13.66 Receptacle, Pin 
© 788158-2 9Posiions | 13-9 13_| PanelMount | 2406178 | 14.80 © 205641-2 SPostions’ |. “sie 11__| Cable Mount_| 46F1120_| 7.69 
@ 796275-1 16 Positions | 17-16 17 | Flange Mount | 16H6259 | 25.97 © 205841-1 8 Positions 11-8 1" Panel Mount | 46F1119 8.44 
© 796276-1 16 Positions | 17-16 17 | FreeHanging | 19H3863 | 14.74 © 206458-1 8 Positions 11-8 i Panel Mouni 50B525 | 70.82 
© 796190-1 24 Positions | 23-24 | 23 | PanelMount | 099379 | 20.85 mnie SRositons: | 12 “| Cable Mount [REGIait2G 7.32 
© 796287-1 37 Positions | 23-37 23 Free Hanging | 19H3878 = © 206486-1 9 Positions 11-9 11 Flange Mount _| _ 46F1125 7.78 
@ 796286-1 37 Positions 23-37 23 Panel Moun 16H6263 an @ 206152-1 28 Positions 17-28 17 Cable Moun 46F1129 9.82 
Receptacle, Socket @ 206125-1 28 Positions 17-28 17 Free Hanging 88F2314 19.43 
@ 788155-2 4 Positions 11-4 1 Free Hanging 2500180 19.87 @ 205840-3 28 Positions 17-28 17 Panel Mount 46F1128 742 
@ 788154-2 4 Positions 11-4 1 Panel Moun 9405447 12.93 @ 206127-1 28 Positions 17-28 17 Panel Mouni 50F635 101.99 
© 796273-1 14 Positions | 17-14 17 | FreeHanging | 16H6257 | 24.77 © 205843-2 63 Positions | 23-63 23 | FreeHanging | 46F1138_ | 17.98 
@ 796272-1 14 Positions | 17-14 17 Panel Mount | 9104154 | 42.04 Receptacle, Socket 
@ 206433-2 8 Positions 11-8 "1 Cable Moun 46F1123 6.10 
For Use [Price Each =“ 1-208657-1 | 8Positions | 11-8 71 | Panel Mount | 16M2655 | 15,12 
ree —_ ih Stock No: [PEELt © 206433-1 8 Positions | 11-8 11 Panel Mount | 46F1122 8.47 
ee : one Comesiors 7 SHORES 269 @ 206038-2 28 Positions 17-28 17 Cable Moun 46F1132 12.14 
@ 81665-2 Gasket _ Series Su Connectors Shel Size 17. 25C2606 1.45 © 206038-1 28 Positions 17-28 7 Panel Moun 46F1131 AGE 
@ 208337-1 | Seal Protector | Series 1 ake ocr Circular Plastic] 48F1671 — eames 28 Positions 1728 7 Pavel Moll FaNGTE = 
@ 208338-1 | Seal Protector | Series 1 One-Piece Sealed Circular Plastic] 48F1672 5.04 @ 206438-2 57 Positions | 23-57 23 Cable Moun 46F 1135 25.25 
Connectors @ 206438-1 57 Positions 23-57 23 Panel Mount 46F1134 12.45 
aoe For Use Price Each 
Mfg. Part No. Type With StockNo. | 4-1-24+ _ 
Custom Panel Meters Call 800 859 1257 <a 4 Keying Plug Circular Connectors 87F6584 0.38 
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CONNECTORS & ACCESSORIES 
CIRCULAR CONNECTORS 


SERIES 3 AND 4 POWER-DENSITY CPC CONNECTORS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 

Compliant 

Available 
WE 


17-3 23-7 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SERIES 5 AND 6 SEALED CPC CIRCULAR CONNECTORS 


a @ 


Free Hanging Plug 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 

Compliant 

Available 
WG 


Free Hanging 


Panel Mount Receptacle 


Receptacle 
TE Connectivity’s AMP Series 5 and 6 sealed, CPC connectors terminate to wire. Receptacles feature black 


thermoplastic housing. Free-hanging plugs have 6/6 nylon glass-filled housing. UL recognized, CSA certified, 
VDE approved. Mfg. part no. 788189-1 uses flange seal mfg. part no. 81665-2 order separately. Powerband 
precision-formed, high-current contacts available separately; go online or call. 
No. of Insert Shell Mounting Price Each 
23-1 6M 23-22M Mfg. Part No. Positions Argmt. Size Type Stock No. 1-9+ 
Plug, Pin, Reverse Sex, Sealed 
SERIES 4 @ 796332-1 16 Positions 23-16 23 Free Hanging 19H3882 23.98 
Contact Arrangements Plug, Pin, Reverse Sex, Sealed, .095-.205 Ins. Dia. 
@ 788188-1 3 Positions 17-3 17 Free Hanging 9209221 33.53 
Plug, Pin, Reverse Sex, Sealed, .150-.265 Ins. Dia. 
@ 788188-2 3 Positions 17-3 17 Free Hanging 19H3630 45.50 
Plug, Pin, Reverse Sex, Two-Piece Sealed 
@ 213906-1 10 Positions 17-10 17 Free Hanging 1407841 = 
@ 213905-1 3 Positions 17-3 17 Free Hanging 25C2549 12.50 
Standard Gender Free- Standard Gender Reverse Gender Square Reverse Gender Free- 
Hanging Plug Square Flange Flange Receptacle Hanging Plug Plug, Socket, Standard Sex, Sealed 
Receptacle @ 796203-1 16 Positions 23-16 23 Free Hanging 39C0092 14.90 
@ All terminate to wire, unless specified cles and standard gender plugs j 
@ Use pin contacts for standard gender receptacles © @ No contacts needed forfeed-thru or PC board Receptacle, Pin, Standard Sex, Sealed — - 
and reverse gender plugs terminating receptacles @ 796207-1 16 Positions 23-16 23 Free Hanging 390091 22.92 
@ Use socket contacts for reverse gender recepta- @ Heat-stabilized and fire-resistant Receptacle, Socket, Reverse Sex, Sealed 
TE Connectivity's AMP circular plastic shell plugs and receptacles are designed for normal commercial, @ 788189-1 3 Positions 17-3 17 Panel Mount 19H3631 = 
unsealed applications such as automotive, aircraft, instrumentation, computer and peripheral equipment. Series 5 
3 uses Type XII power contacts, which carry up to 35A and accepts 16 to 8 AWG wire. Series 4 accepts size 16 Receptacle, Socket, Reverse Sex, Two-Piece Sealed 
and XII power contacts to combine signal with power circuit capabilities. UL recognized, CSA certified. Contacts @ 213894-2 10 Positions 17-10 17 Free Hanging 12H6348 — 
tools and accessories available separately; go online or call. 8 Pociti % 
No seal, black thermoplastic housing, except mfg. part no. 206036-2 which is nylon. Sees 0 ial el us Fare! cil OZEO8ES The 
Standard gender, no seal, black thermoplastic housing. © 213890-2 3 Positions 17-3 7 Free Hanging 126347 10.95 
A 5 3 Positions 17-3 17 Panel Mount 25C2548 
No. of Insert Shell Mounting Price Each wietsny-2 zat 
Mfg. Part No. Positions Argmt. Size Type Stock No. 1-94 PIM_76436 
Plug, Pin, Series 3 
© 206426-1 3Positions | 17-3 | 17 | FreeHanging | 40F1147 | 8.20 MINIATURE CIRCULAR PLASTIC CONNECTORS 
@ 206226-1 7 Positions 23-7 23 Free Hanging 46F1153 7.35 
Plug, Socket, Series 3 
@ 206037-2 3 Positions 17-3 17 Free Hanging 46F1144 6.66 \ | AUTHORIZED DISTRIBUTOR 
@ 206136-1 7 Positions 23-7 23 Free Hanging 46F1150 8.69 . 4 RoHS 
Compliant 
Plug, Socket, Series 4 See roi 
@ 211824-1 13 Positions 23-13 23 Free Hanging 66F6174 18.03 
a ¥ C, 7 Plug and Free-Hanging Receptacle 
© 207485-1 ‘6 EOsiions 2ri6 7 ee Hanging Coan) 10.47 © Current rating: 5A maximum © Dielectric withstanding voltage: 200VAC minimum 
@ 206612-1 22 Positions 23-22 23 Free Hanging 46F1167 10.74 © Operating voltage: 600V maximum 
Receptacle, Pin, Series 3 TE Connectocity’s AMP Miniature Circular Plastic Connectors (CPC) are available in wire-to-wire and wire- 
@ 206036-2 3 Positions 173 17 Flange Moun 46F1142 635 to-panel configurations. Choose from plugs and receptacle available in free-hanging or panel mount versions. 
— — - - Available in other contact positions; go online or call. Ideal for industrial, instrumental and transportation 
© 206207-1 3 Positions 173 17 Free Hanging 46F1143 6.35 applications where size, contact density and environmental exposure are primary concerns. Black, thermoplastic 
@ 206137-1 7 Positions 23-7 23 Flange Mount 46F1148 11.05 1-pc. housings offer good resistance to a wide range of chemical agents while the IP67 sealing helps prevent 
7 7 Positi 23-7 3 Free Hangi 46F1149 ingress of dirt or fluids. Prepositioned 1/4 turn coupling ring with positive lock and alignment features. Utilizes 
Sabie . : a dla S155 Mini-Universal MATE-N-LOK® pre-tin plated, stamped-and-formed crimp contacts designed for up to 50 mating 
Receptacle, Pin, Series 4 cycles; order separately below. Wire gauge: 22-18 AWG.Order backshell/strain reliefs and application tooling 
@ 211825-1 13 Positions 23-13 23 Flange Moun 66F6172 ee separately below. 
@ 211825-2 13 Positions 23-13 23 Free Hanging 66F6173 9.65 No. of Insert Price Each 
@ 207486-1 16 Positions 23-16 23 Flange Moun\ 46F1162 TAT Mfg. Part No. Contacts Argmt. Stock No. 1-9+ 
@ 207486-2 16 Positions 23-16 23 Free Hanging 46F1163 11.28 Cable Mount Plug, Crimp Socket - Contacts Not Supplied, 0.89-1.5mm Insulation Diameter 
@ 206613-1 22 Positions 23-22 23 Flange Moun 46F1165 7.28 @ 1445390-1 4 8-4 11H4557 9.64 
@ 206613-3 22 Positions 23-22 23 Free Hanging 46F1166 11.81 @ 1445817-1 8 11-8 11H4661 8.36 
Receptacle, Socket, Series 3 Cable Mount Plug, Crimp Socket - Contacts Not Supplied, 1.5-2.39mm Insulation Diameter 
@ 206425-1 3 Positions 17-3 17 Flange Moun\ 46F1145 5.71 @ 1445390-3 4 8-4 9105918 E99) 
@ 206425-2 3 Positions 17-3 17 Free Hanging 46F1146 10.35 @ 1445819-3 6 11-6 11H4669 6.51 
@ 206227-1 7 Positions 23-7 23 Flange Moun 46F1151 8.30 @ 1445807-3 9 11-9 9105928 — 
@ 206227-2 7 Positions 23-7 23 Free Hanging 46F1152 7.91 Cable Mount Receptacle, Crimp Pin - Contacts Not Supplied, 0.89-1.5mm Insulation Diameter 
PIM_7978 @ 1445522-1 2 8-2 11H4569 7.30 
Cable Mount Receptacle, Crimp Pin - Contacts Not Supplied, 1.5-2.39mm Insulation Diameter 
@ 1445829-3 5 11-5 11H4698 7.97 
ele m ent1 4 CO M M U N | element14.com Panel Mount Receptacle, Crimp Pin - Contacts Not Supplied, 1.5-2.39mm Insulation Diameter 
@ 1445537-3 3 8-3 11H4586 10.93 
@ 1445421-3 4 8-4 9105919 10.14 
@ 1445823-3 6 11-6 11H4681 12.91 
@ 1445816-3 9 1-9 9105929 = 
GET INSPIRED COLLABORATE DESIGN RESEARCH ASK EXPERTS. 
PIM_5591478 
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Go online or call for non-compliant or @2ROHS Compliant products. See page 2 


MINIATURE CIRCULAR PLASTIC CONNECTORS (CONT.) 


CONNECTORS & ACCESSORIES 


CIRCULAR CONNECTORS 


SEALING ACCESSORIES FOR CPC CONNECTORS (CONT.) 


For Use Price Each Cable Price Each 
Mfg. Part No. | Description Type With Stock No.| 1-1-24+ Mfg. Part No. Dia. Max. Material Stock No. 1-24+ 
@ 1546746-4 | Shell Size 11 | Right-Angle Strain Relief w/Cover | Mini CPC | 21R4253 8.23 Wire Entry Seal Kit, For 17-14, Socket 
Circular Plastic @ 213919-1 a Silicone 12H6351 10.82 
Connectors - - 
© 1445856-1 | Shell Size 11 Strain Relief Mini Circular | 9105931 5.89 Wire Entry Seal Kit, For 17-16, Socket 
Plastic @ 213920-1 a Silicone 9501632 18.33 
Connectors Wire Entry Seal Kit, For 17-3, Pin & Socket 
@ 1445730-1 | Shell Size 8 Strain Relief a : bene 9105923 5.86 @ 213899-1 Silicone 25C2550 10.27 
Connectors For Use Price Each 
PIM_74252 Mfg. Part No. Type With Stock No.| 1-1-24+ 
@ 213811-1 Coupling Ring Shell Size 11 CPC Connectors | 52F083 1.96 
Pin & Socket Contacts @ 213810-1 Coupling Ring She Size 17 CPC Connectors | 52F084 — 
- @ 213812-1 Coupling Ring Shell Size 23 CPC Connectors | 52F085 3.41 
a Contact Contact |PriceEach = “69 43813-1 Coupling Ring Shell Size 13 CPC Connectors | 52F086 = 
Mfg PartNo. | Wire Size, AWG | Material Plating Stock Noms MESS @ 211870-2 _| Strap Sealing/Dust Cap Assembly | Shell Size 13 CPC Receptacles | 5217298 | 6.31 
Pin - Crimp : © 213485-1 Dust Cap Shell Size 13 CPC Receptacles| 66F6175 | 10.28 
@r770987e1 | BANG ih 22 ANG | Brass] Tin eisted\Contects: aaa wits © 207490-1 Cable Grip Grommet Shell Size 11 CPC Connector | 87F4104 | 6.68 
Sockets(Grimp © 207387-1 Cable Grip Grommet Shell Size 1 CPC Connector, | 87F4106 | 6.35 
@ 770988-1 18 AWG to 22 AWG Brass Tin Plated Contacts 2503425 0.31 6.35mm Max OD 
PIM_5511587 @ 207387-2 Cable Grip Grommet Shell Size 11 CPC Connector, | 87F4107 6.60 
8.89mm Max OD 
Application Tooling @ 208652-1 Dust Cap Shell Size 17 CPC Receptacles | 87F4108 11.96 
5 @ 208680-1 Dust Cap Shell Size 23 CPC Receptacles | 87F4110 10.05 
For Use perice Each) - Series 1,384 
Mfg. PartNo. | Description ee StockNOH ERLE © 207299-1 Panel Mounting Flange _| Shell Size 11 CPC Series Plug | 87F4115 | 
189727-1 Extraction Tool Mini-Universal Mele LOK Contacts 66F6356 34.43 @ 207299-2 Panel Mount Flange Shell Size 13 CPC Series Plug | 87F4116 6.95 
455830-1 Insertion Tool | Universal MATE-N-LOK pin or socket contacts | 46F2045 38.85 © 207299-4 Panel Mounting Flange Shell Size 23 CPC Series Plug | 87F4117 Baa 
PIMED S809" © 208800-1 Dust Cap Shell Size 11 CPC Receptacles | 87F4119 | 6.41 
@ 207299-3 Panel Mount Flange Shell Size 17 CPC Series Plug | 93F2086 3.12 
SEALING ACCESSORIES FOR CPC CONNECTORS =a aes 
=TE 
Circular Clamps/Strain Reliefs 
AUTHORIZED DISTRIBUTOR 
GeBeerpian al Cable —— 
‘Available Mfg. Part No. Size Dia. Max. Stock No. 1-9+ 
@ 207489-1 1 6.35mm 87F4103 4.89 
@ 207241-1 17 6.35mm 87F4105 7.89 
Cable Seal Kit LS Plastic Strap " @ 213904-3 7 11.51mm 52K3521 8.34 
Sealing Caps @ 213902-3 17 17.86mm 16M2881 7.93 
JACKETED CABLE SEAL KIT includes peripheral seal, collar, cable seal, backshell extender, clamp saddle. © 207055-1 23 30.48mm 87F4100 4.47 
WIRE ENTRY SEAL KIT includes silicon wire entry seal and black nylon pressure plate. PIM_5511398 
Cable Price Each 
Mfg. Part No. Dia. Max. Material Stock No. 1-24+ CPC CONNECTOR CABLE CLAMPS 
Flange Seal, Shell Size 11 
@ 81665-3 ee Neoprene 25C3640 ee 
Flange Seal, Shell Size 1 AUTHORIZED DISTRIBUTOR 
@ 81665-4 - | 29C6301 1.76 epi ; 
Compliant 
Flange Seal, Shell Size 23 Available 
@ 81665-5 htt Neoprene | 29C6302 3.81 
Heat Shrinkable Sealing Boot, Shell Size 11, 63.5mm Long 
@ 54010-1 15.24mm PO (Polyolefin), Nylon (Polyamide 98F5882 19.97 SS 
Heat Shrinkable Sealing Boot, Shell Size 13, 63.5mm Long Large Size CE) 
@ 54123-1 18.42mm PO (Polyolefin), Nylon (Polyamide 95F1798 16.40 Standard Size Right-Angle 
Heat Shrinkable Sealing Boot, Shell Size 17, 63.5mm Long © Thermoplastic Housing, Rated UL94V-1 © Thread Size: 5/8-24 UNEF-2B 
@ 54011-1 22.22mm PO (Polyolefin), Nylon (Polyamide | 50F516 18.37 © Heat-Stabilized and Fire-Resistant © Right-Angle Thread Size: 15/16-20 UNEF-2B 
Heat Shrinkable Sealing Boot, Shell Size 17, 76.2mm Long Prevent excessive strain on cable or wire. 
@ 54011-3 22.22mm PO (Polyolefin), Nylon (Polyamide | 15H9801 20.41 Shell Cable Price Each 
Heat Shrinkable Sealing Boot, Shell Size 23, 76.2mm Long Mfg. Part No. Size Dia. Max. Stock No. 1-94 
@ 54012-1 31.75mm PO (Polyolefin), Nylon (Polyamide 96F9689 21.21 Right Angle 
Jacketed Cable Seal Kit @ 796381-2 17 11.51mm 52K3936 9.30 
@ 207052-1 11.43mm Neoprene 87F4112 71.54 Straight 
Peripheral Seal, Shell Size 11 @ 1-206062-4 1 8.36mm 87K2215 8.16 
@ 206403-1 0.514” Elastomer 44F8398 = @ 1-206062-6 11 8.36mm 86K8556 8.45 
Peripheral Seal, Shell Size 13 @ 206966-7 13 11.51mm 73K4032 8.63 
@ 206403-4 0.65” Elastomer | 44F8399 -— @ 206070-8 17 11.51mm 84K8505 5.26 
Peripheral Seal, Shell Size 17 @ 206138-8 23/M41 17.86mm 76K2522 8.23 
@ 206403-2 0.875” Elastomer | 44F8400 = Straight, Bulk Packaged 
Peripheral Seal, Shell Size 23 @ 1-206070-0 17 11.51mm 69K8297 9.99 
@ 206403-3 1.23" Elastomer 44F8401 - @ 1-206138-0 23 17.86mm 02M6910 8.48 
Rubber Boot, Shell Size 11 Straight, Large 
© 206304-1 114.43mm Neoprene [874101 30.84 © 206358-5 11 11.51mm 71K0405 6.91 
Wire Entry Seal Kit, For 17-10, Pin & Socket @ 182928-1 1 11.51mm 89C2073 8.72 
@ 213900-1 20.07mm Silicone 34C4878 13.45 @ 207008-5 13 17.86mm 87K2219 8.34 
Wire Entry Seal Kit, For 17-14, Pin @ 206322-9 17 17.86mm 78K6814 7.51 
@ 213919-2 Silicone | 93B5018 14.40 @ 182661-1 17 17.86mm §0B503 Bs 
@ 206512-5 23 28.58mm 82K8949 10.22 
> CONTINUED > > CONTINUED > 
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CPC CONNECTOR CABLE CLAMPS (CONT.) SERIES 1 STANDARD-DENSITY METAL SHELL CPC CONNECTORS (CONT.) 
Shell Cable Price Each No. of Insert | Shell | Mounting Price Each 
Mfg. Part No. Size Dia. Max. Stock No. 1-9+ Mfg. Part No. Positions Argmt. Size Type Stock No. 1-4+ 
Straight, Self-Centering Plug, Pin 
@ 207774-3 23 28.58mm 52K3515 13.24 @ 208720-1 5 Positions 14-5 14 Cable Moun 87F6187 74.59 
PIM_8175 @ 208716-1 7 Positions 14-7 14 Cable Moun 87F6176 69.88 
@ 208486-1 14 Positions 22-14 22 Cable Mount 87F6178 68.81 
RIGHT-ANGLE CABLE CLAMPS WITH COVER FOR e 208472-1 _ 37 Positions : 28-37 28 Cable Mouni 87F6172 82.69 
CIRCULAR PLASTIC CONNECTORS Plug, Pin, with TETRASEALS Ring 
e Attachable Cover Provides Wire Insulation Protection @ 208486-3 14 Positions 22-14 22 Cable Moun’ 54H2846 77.07 
@ Allows Wires to Be Moved in 360° Radius AiTiaRiseD BETEBUTR Plug, Socket 
peop ops eyheie Gite, goers: sraten [as TT cae 
application where a straight cable clamp is too long. Strain Available @ 208714-1 7 Positions 14-7 14 Cable Moun! 87F6188 62.42 
relief body uses a coupling ring to attach to the connector @ 208488-1 16 Positions 22-16 22 Cable Moun\ 87F6180 63.06 
body allowing the harness assembler to position the Dnciti 7 
direction of the wire assembly in a 360° radius. Features © 208457-1 24 sd re 26:24 28 Cable Mount BIEOIE2 50.68 
an attachable cover that provides wire insulation protection @ 208470-1 37 Positions 28-37 28 Cable Mount 87F6170 86.47 
at the rear of the connector body. Constructed of black Receptacle, Pin 
aaa Ce © 208719-1 5 Positions | 145 14 | Panel Mount | 87F6186 | 42.54 
@ 208715-1 7 Positions 14-7 14 Panel Moun! 87F6189 = 
Shell Cable Price Each @ 208489-1 16 Positions 22-16 22 Panel Moun 87F6181 63.53 
Mfg. Part No. Size Dia. Max. Stock No. 1-9+ @ 208459-1 24 Positions 28-24 28 Panel Moun 87F6169 61.57 
@ 1546347-2 1 8.36mm 85K8461 15.49 @ 208471-1 37 Positions 28-37 28 Panel Moun 87F6171 61.36 
@ 1546348-2 13 11.51mm 16M2721 12.38 Receptacle, Socket 
@ 1546349-2 17 11.51mm 16M2722 11.81 @ 208721-1 5 Positions 14-5 14 Panel Moun 87F6585 49.11 
@ 1546350-2 23 17.86mm 52K3418 12.93 @ 208717-1 7 Positions 14-7 14 Panel Moun 87F6177 45.47 
PIM_74253 @ 208487-1 14 Positions 22-14 22 Panel Moun 87F6179 52.84 
@ 208473-1 37 Positions 28-37 28 Panel Moun 87F6173 67.93 
PIM_8074 


MIL-C-5015 CPC (CIRCULAR PLASTIC) CONNECTORS =TF 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS | 

Compliant 

Available 
WG 


Plug 
Receptacle 

@ 14 Positions @ Black Polyamide Housing 

@ All-Plastic Shell, Size 20 @ UL Recognized, CSA Certified 

@ Reverse or Standard 

No. of Insert Shell Mounting Price Each 
Mfg. Part No. Positions Argmt. Size Type Stock No. 1-9+ 

Plug, Pin 

@ 213571-2 14 Positions 20-14 20 Free Hanging 52F5458 21.52 
Plug, Socket 

@ 213652-1 14 Positions 20-14 20 Free Hanging 8107414 ee 
Receptacle, Pin 

@ 213651-1 14 Positions 20-14 20 Panel Mount 8107396 ae 
Receptacle, Socket 

@ 213570-1 14 Positions 20-14 20 Panel Mount 52F5875 18.10 
PIM_75624 


SERIES 1 STANDARD- 
DENSITY METAL SHELL CPC 
CONNECTORS 


° RoHS 
SP \Compliant 
Available 


208718-1 


208719-1 


22-16 


28-24 

Contact Arrangements 
© Shell thread size: 7/8 - 20 UNEF-2A © Wire insulation diameter: 0.135” (3.43mm) 
No seal, black thermoplastic housing, flammability rated UL94V-0. Both receptacles and plug assemblies 
terminate to wire. Use pin contacts for standard gender receptacles and reverse gender plugs. Use socket 
contacts for reverse gender receptacles and standard gender plugs. UL recognized, CSA certified. Contacts and 
cable clamps available separately; go online or call. *With Tetraseals 


28-37 
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SERIES 2 HIGH-DENSITY METAL SHELL CPC CIRCULAR 
CONNECTORS 


TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


Receptacle Plug 
No seal, black thermoplastic housing, flammability rated UL94V-0. All terminate to wire. Use pin contacts for 


standard gender receptacles and reverse gender plugs. Use socket contacts for reverse gender receptacles 
and standard gender plugs. Order contacts and cable clamps separately. 
No. of Insert Shell Mounting Price Each 
Mfg. Part No. Positions Argmt. Size Type Stock No. if 

Plug, Pin 

@ 208492-1 28 Positions 22-28 22 Cable Mount 87F6162 164.80 
@ 208490-1 28 Positions 22-28 22 Free Hanging 87F6174 112.11 
Plug, Socket 

@ 208474-1 57 Positions 28-57 28 Free Hanging 87F6164 — 
@ 208476-1 63 Positions 28-63 28 Cable Mount 87F6166 183.39 
Receptacle, Socket 

@ 208475-1 57 Positions 28-57 28 Panel Mount 87F6165 45.58 
@ 208477-1 63 Positions 28-63 28 Panel Mount 87F6167 —_ 
PIM_76437 


Cut costs, not corners with 


Board & Box Components 
newark.com/multicomp 


multicomp 


PIM_5624838 


Go online or call for non-compliant or @2ROHS Compliant products. See page 2 


SERIES 3 AND SERIES 4 (POWER-DENSITY) METAL SHELL 
CPC CIRCULAR CONNECTORS 


— 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


28-7 28-16M 


Contact Arrangements 


28-22M 


Square Flange Free-Hanging Plug 


Receptacle Standard 


No seal, black thermoplastic housing, flammability rated UL94V-0. Both Series 3 and Series 4 connectors 
terminate to wire. Use pin contacts for standard gender receptacles and reverse gender plugs. Use socket 
contacts for reverse gender receptacles and standard gender plugs. Contacts and cable clamps available 
separately; go online or call. 
No. of Insert Shell Mounting | Price Each 
Mfg. Part No. Positions Argmt. Size Type Stock No. 1-4+ 

Plug, Pin 

@ 208478-1 16 Positions 28-16 28 Free Hanging 87F6158 78.38 

@ 208484-1 7 Positions 28-7 28 Free Hanging 87F6156 71.96 
Plug, Socket 

@ 208494-1 3 Positions 22-3 22 Free Hanging 66F6176 73.53 

@ 208482-1 7 Positions 28-7 28 Free Hanging 87F6168 86.97 
Receptacle, Pin 

@ 208480-1 22 Positions 28-22 28 Free Hanging 98F9188 71.61 

@ 208485-1 7 Positions 28-7 28 Panel Mount 87F6157 59.30 
Receptacle, Socket 

@ 208479-1 16 Positions 28-16 28 Pane! Mount 87F6159 50.31 

@ 208483-1 7 Positions 28-7 28 Panel Mount 87F6155 58.89 
PIM_76438 


METAL SHELL CPC CONNECTOR ACCESSORIES 


fae 
— 


Cable Clamp 
For Series 1, 2,3 and 4 metal shell CPC connectors. Mfg. part no. 208945-X cable clamps prevent excessive 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


CONNECTORS & ACCESSORIES 
CIRCULAR CONNECTORS 


TYPE Il MULTIMATE PIN AND SOCKET CONTACTS 


td 
=TE 
AUTHORIZED DISTRIBUTOR 
Shoulder asp Gepeinpin 
Color Code am) sas 
rm) 
Long Pin 
Socket 
Barrel 
Color Code 
Socket 
@ Brass Contact Body @ Long Length 
© Gold Contact Plating © Color Coded 
© Stainless Stee! Retention Spring © Test Current: 13A 
® 0.062” Pin Diameter 
Signal contact type. Size: 16. Use with G series, CPC, and M series connectors; go online or call. 
Contact Contact Price Each 
Mfg. Part No. Wire Size, AWG Material Plating Stock No. 1-9+ 
Pin - Crimp, 0.035-.055 Ins Dia 
@ 201611-1 24 AWG to 28 AWG Brass Gold Plated Contacts 50F611 3.90 
Pin - Crimp, 0.040-.062 Ins Dia 
@ 201578-1 20 AWG to 24 AWG Brass Gold Plated Contacts 50F561 3.01 
Pin - Crimp, 0.055-.088 Ins Dia 
@ 201330-1 20 AWG to 24 AWG Brass Gold Plated Contacts 50F554 3.83 
Pin - Crimp, 0.080-.105 Ins Dia 
@ 202507-1 16 AWG to 18 AWG Brass Gold Plated Contacts | 95F2708 4.04 
Pin - Crimp, No Ins. Support 
@ 200336-1 16 AWG to 18 AWG Brass Gold Plated Contacts 50F668 4.94 
@ 201570-1 14 AWG to 14 AWG Brass Gold Plated Contacts | 12H4716 5.81 
Socket - Crimp, 0.035-.055 Ins Dia 
@ 201613-1 24 AWG to 28 AWG Brass Gold Plated Contacts | 03C3743 5.64 
Socket - Crimp, 0.040-.062 Ins Dia 
@ 201580-1 20 AWG to 24 AWG Brass Gold Plated Contacts | 50F610 2.72 
Socket - Crimp, 0.080-.105 Ins Dia 
@ 202508-1 16 AWG to 18 AWG | Copper Alloy | Gold Plated Contacts 50F615 3.87 
Socket - Crimp, No Ins. Support 
@ 200333-1 16 AWG to 18 AWG Brass Gold Plated Contacts 50F667 3.34 
@ 201568-1 14 AWG to 14 AWG Brass Gold Plated Contacts 50F560 6.66 
For Use Price Each 
Mfg. Part No. Description With Stock No. 1+ 
601967-1 Crimp Tool AMP Circular Contacts 66F3447 767.17 
PIM_75626 


TYPE IIl+ MULTIMATE SIGNAL CRIMP CONTACTS 


strain on cable/wire from being passed along to contacts inside connector housing. Zinc-plated aluminum alloy. AUTHORIZED DISTRIBUTOR 
Unassembled components include: body, 2 screws, 2 lock washers, 2 straps. Clamps thread directly onto metal RoHS | 
shell plugs or receptacles. Mfg. part nos. 211903-1 and 211904-1 are zinc alloy protective caps with nickel- Gee simon 
plated metal bead chains for receptacles only. 
Shell Cable Price Each 
Mfg. Part No. Size Dia. Max. Stock No. 1-9+ Pin 
@ 208945-5 14 14.27mm 87F6160 18.75 
@ 208945-7 22 19.05mm 87F6161 16.54 
@ 208945-8 28 23.83mm 87F6190 39.76 Socket 
PIM 8075 ® Brass Contact Material ® Stainless Steel Spring 
7 © 0.062” Pin Diameter © Test Current: 13A 
Price Each 
Dust Caps & Covers Mfg. Part No. | Wire Size, AWG Sie Tone Stock No. | 1-9 
| For Use Price Each Pin - Crimp 
Mfg. Part No. Type With Stock No. 1-4+ 213605-1 20AWG to 24AWG | Brass Tin Plated Contacts | 12H6307 0.34 
Zinc Alloy Body @ 164164-2 16 AWG to 18 AWG Copper Gold Plated Contacts 90B5680 1.72 
@ 211903-1 Dust Cap | Shell Size 22 CPC Connectors 96F9690 48.27 213603-1 14 AWG to 18AWG | Brass Tin Plated Contacts | 8501635 0.66 
© 211904-1 Dust Cap Shell Size 28 CPC Connectors 50F521 56.83 @ 213603-5 14AWGto18AWG | Brass | TinPlatedContacts | 61M3241 0.58 
PIM_5511388 Socket - Crimp 
@ 66565-7 20 AWG to 24 AWG Brass Tin Plated Contacts 52K3914 1.24 
@ 66565-4 20 AWG to 24 AWG Brass Gold Plated Contacts 92F4852 0.85 
@ 66601-9 14 AWG to 18 AWG Brass Tin Plated Contacts 52K3922 0.96 
@ 66601-2 14 AWG to 18 AWG Brass Gold Plated Contacts 50F599 4.24 
PIM_75625 
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CIRCULAR CONNECTORS 


MULTIMATE 0.125 POWERBAND CONTACTS 


SERIES 1 AND 3 MULTIMATE CONTACTS (CONT.) 


WIRE BARREL RETENTION CLIP SErRATIONS =TE a 
SIZE OPIN. CONTAGT pumnonizeo osraeuror Wg. PartNo. | Wire Size, AWG Material Plating Stock No.| 1-4 
| MATING END RoHS | Pin - Crimp 
Gee tinpian © 66255-6 | 12AWGto14AWG| Copper Gold Plated Contacts | 7003858] 8.94 
RETENTION CLIP @ 66259-5 8 AWG to 10 AWG Copper in Plated Contacts §2K3912 3.45 
SIZE 8 SOCKET CONTACT @ 66253-8 8 AWG to 10 AWG Copper Silver Plated Contacts | 1302632 3.87 
© 0.125" (3.18mm) Pin Diameter © Test Current - 50A @ 193991-4 8 AWG Copper Silver Plated Contacts | 90B3338 | 14.40 
Crimp wire termination type size 8 pin and socket contacts. Use with CPC connectors; go online or call. @ 66259-2 8 AWG to 10 AWG Copper Gold Plated Contacts | 46F1156 10.17 
AWG AWG Contact Price Each @ 66253-6 8 AWG to 10 AWG Copper Gold Plated Contacts | 29C5873 6.64 
Mfg. Part No. Max Min Plating Stock No. 1-9+ @ 193844-1 14 AWG Copper Silver Plated Contacts | 50B506 10.42 
Crimp, Pin Pin - Solder 
@ 213841-4 8AWG 10AWG Gold Plated Contacts 2008957 5.25 @ 202236-5 ee Copper in Plated Contacts 52K3487 1.49 
@ 213841-3 8AWG 10AWG Silver Plated Contacts 39C0095 5.42 @ 202236-6 i Copper in Plated Contacts 52K3488 ass 
@ 213845-4 12AWG 14AWG Gold Plated Contacts 1407843 = @ 202236-7 as Copper Gold Plated Contacts | 52K3489 1.28 
@ 213845-3 12AWG 14AWG Silver Plated Contacts 39C0093 4.21 Socket - Crimp 
Crimp, Socket @ 66428-4 | 26 AWG to 30 AWG Brass Gold Plated Contacts | 07H2675 0.95 
@ 213843-4 8AWG 10AWG Gold Plated Contacts 2200946 1.02 @ 66405-4 26 AWG to 30 AWG Brass Gold Plated Contacts | 24C5723 1.49 
@ 213843-3 8AWG 10AWG Silver Plated Contacts 39C0096 10.62 @ 1-66109-7 | 24 AWG to 26 AWG Brass Tin Plated Contacts 52K3328 Any. 
@ 213847-4 12AWG 14AWG Gold Plated Contacts 2409547 8.97 @ 1-66109-6 | 24 AWG to 26 AWG Brass Gold Plated Contacts | 96F7920 | 146.88 
@ 213847-3 12AWG 14AWG Silver Plated Contacts 3900094 14.07 @ 66109-4 24 AWG to 26 AWG Brass Gold Plated Contacts | 17C6386 0.49 
PIM_75627 @ 2-66105-0 | 20 AWG to 24 AWG Brass Tin Plated Contacts 69K7699 | 104.04 
@ 1-66105-9 | 20 AWG to 24 AWG Brass Tin Plated Contacts 52K3325 0.84 
SERIES 1 AND 3 MULTIMATE CONTACTS @ 3-66104-0 | 20 AWG to 24 AWG Brass Ti Plated Contacts 52K3614 0.53 
= TE @ 66565-7 20 AWG to 24 AWG Brass Tin Plated Contacts 52K3914 1.24 
connectivity @ 1-66105-8 | 20 AWG to 24 AWG Brass Gold Plated Contacts 96F7936 | 138.37 
Gurion DETRBUTOR @ 66105-1 20 AWG to 24 AWG Brass Gold Plated Contacts 50F576 1.68 
RoHS _ @ 66399-3 | 20 AWG to 24 AWG Brass Gold Plated Contacts 50F583 4.14 
——S see @ Series 1 Se rot @66105-3 | 20 AWG to 24 AWG Brass Gold Plated Contacts 50F577 1.33 
oni Series 1 Solder-Tab Pin @ 201328-1 | 20 AWG to 24 AWG Brass Gold Plated Contacts 50F553 6.11 
sii ba a een © 665044 | 20AWGto 24AWG| Brass Gold Plated Contacts | 52K3919 | _0.46 
eee Latch Wire Barrel focus Le @66565-4 | 20 AWG to 24 AWG Brass Gold Plated Contacts | 92F4852 0.85 
Solder-Tab Socket (ii Lie @66590-1 | 16 AWG to 18 AWG Brass Tin Plated Contacts 50F593 = 
i é : @ 2-66101-0 | 16 AWG to 18 AWG Brass Tin Plated Contacts 69K7698 = 
aes isuaton cattact. Baral © 663603 [16AWGt018AWG| Brass Gold Plated Contacts | 92F8444 | 1.38 
serng Bay Bae Body © 66101-1 | 16AWG to 18 AWG Brass Gold Plated Contacts | 50F573 2.18 
Series 3 Socket oe @06101-4 [16AWGt0 AWG] Brass Gold Plated Contacts | 508625 | 1.24 
Te Conectvis AME See re te ren ee cng ander ihtesedalcoade aus “esigia [SANG TOAWG| Sas [Gnd Paes Cones | anets | 4.92 
series connectors. Series 3 Type XII copper power contacts for use with CPC circular connectors, G series and @ 1-66360-3 | 14 AWG to 18 AWG Brass Tin Plated Contacts | 69K7696 = 
M series connectors. Order keying plugs separately below. Contacts sold individually or in packages of 100. @ 1-66360-2 | 14 AWG to 18 AWG Brass Tin Plated Contacts 0248001 0.97 
Price per @ 66601-9 14 AWG to 18 AWG Brass Tin Plated Contacts 52K3922 0.96 
Contact Contact Pkg. 6601-1 | 14AWGto 18AWG| Brass __| Tin Lead Plated Contacts] 50F598 | 1.04 _ 
Mfg. _ No. | Wire Size, AWG Material Plating Stock No. 1-4+ © 1-66360-1 | 14 AWG to 18 AWG Brass Gold Plated Contacts | 96F7140 | 187.68 
Eins Crimp © 66360-4 | 14 AWG to 18 AWG Brass Gold Plated Contacts | 54H3461| 1.68 
@664064 | ZBAWGTOSDAWG | Brass | Gold Plated Contacts | ESSEISSiia mE © 60601-2 | 14 AWG to 18 AWG Brass Gold Plated Contacts | 50F599 1.21 
@604204 | PBAWGtoS0AWG |  Brass__| Gold Plated Contacts [ISV2RS220Is| Mir) © 2-66740-1 | 12AWG to 16AWG| Copper Tin Plated Contacts | 52K3480| 8.66 
@OG10T-1 [AE AWG 20 ANGo| = (Brass Tin Plated Contacts | BS2SS2605 MOIS) © 66740-9 | 12AWGto16AWG| Copper Silver Plated Contacts | 35¢2417| 7.34 
@ 1661070 _| AWG to 26AWG | Brass | Gold Plated Contacts [RGBRASISI AMleEz © 66740-6 | 12AWGto 16AWG| Copper Gold Plated Contacts | 90F7240 | 42.58 
@ 66107-4 24 AWG to 26 AWG Brass Gold Plated Contacts | 1706384 1.16 © 1-66740-1 | 12 AWG to 14 AWG Copper Gold Plated Contacts | 7003808 11.66 
@ 164163-2 20 AWG to 24 AWG | CopperAlloy | Gold Plated Contacts | 93B7078 1.63 © 2-66741-1 | 10AWG to 10AWG Copper Tin Plated Contacts 52K3481 10.01 
@ 1-66103-8 20 AWG to 24 AWG Brass Tin Plated Contacts 52K3323 0.83 © 66741-6 10 AWG to 10 AWG Copper Gold Plated Contacts | 51F3487 623 
@ 66566-7 20 AWG to 24 AWG Brass Tin Plated Contacts 52K3915 0.74 © 66741-9 8 AWG to 10 AWG Copper Silver Plated Contacts | 2905874 3.97 
@ 1-66103-9 20 AWG to 24 AWG Brass Tin Plated Contacts 69K7693 as @ 193990-2 BAWG Copper Gold Plated Contacts | 9083209 DE 
@ 1.661037 _| 2DAWGto24AWG |  Brass___| Gold Plated Contacts | RSSHASS5IN MSuInAD) © 1-66741-1 | BAWG to 10AWG | Copper Gold Plated Contacts | 10H3139 | 46.68 
@ 66103-1 20 AWG to 24 AWG Brass Gold Plated Contacts 50F575 1.76 © 193846-1 14 AWG Beryllium Copper| Silver Plated Contacts | 50B507 7.50 
@ 66400-3 20 AWG to 24 AWG Brass Gold Plated Contacts | 95F2696 0.98 Socket - Solder 
@ 66566-4 20 AWG to 24 AWG Brass Gold Plated Contacts | 92F8436 1.31 © 2022375 ~ Brass Tin Plated Contacts 52K3490 183 
@ 66593-4 20 AWG to 24 AWG Brass Gold Plated Contacts | 52K3918 0.94 © 202237-7 7 Brass Gold Plated Contacts | 52K3491 1.39 
@ 66103-4 20 AWG to 24 AWG Brass Gold Plated Contacts | 34B1378 [22 : 
@66103-3 | 20AWGto24AWG | Brass | Gold Plated Contacts | 25¢8076 | 1.25 For Use WETIGELESOH 
© 164164-2 | 16AWGto 18AWG | Copper | GoldPlated Contacts | 9085680 | 1.72 > ren No. eine = _ —-- ad 
@ 66589-1 16 AWG to 18 AWG Brass Tin Plated Contacts 50F592 0.62 
© 6609-3 16AWG to 18AWG | Brass | GoldPlated Contacts | 50F572 | 1.46 PIM-81¢4 
@ 66099-4 16 AWG to 18 AWG Brass Gold Plated Contacts | 54H3458 1.10 
© 66099-1 16AWGto18AWG | Brass | GoldPlated Contacts | 50F676 | 1.34 TXR40 SERIES TINEL-LOCK™ ADAPTERS = 
@ 1-66361-3 14 AWG to 18 AWG Brass Tin Plated Contacts 52K3334 esis —. TE 
© 66602-8 14 AWG to 18 AWG Brass Tin Plated Contacts | 52K3923 | 0.80 ©O rae 
@ 1-66361-2 14 AWG to 18 AWG Brass Tin Plated Contacts 02J8006 0.82 AUTHORIZED, DISTRIBUTOR, 
© 066022 | 4AWGto18AWG | Brass | GoldPlated Contacts | 50F601 | 0.76 Geptinoian 
@ 1-66361-1 | 14 AWG to 18 AWG Brass Gold Plated Contacts | 96F7921 | 115.26 Avallable 
@ 66361-3 14 AWG to 18 AWG Brass Gold Plated Contacts | 92F8438 0.91 
@ 66361-4 14 AWG to 18 AWG Brass Gold Plated Contacts | 54H3462 1.17 
@ 66261-5 12 AWG to 14 AWG Copper Tin Plated Contacts 52K3913 4.63 
@ 66262-2 12 AWG to 16 AWG Copper Gold Plated Contacts | 92F4851 14.78 Straight 
@ 66261-2 12 AWG to 14AWG Copper Gold Plated Contacts | 46F1154 13.06 90° Angle 
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TXR40 SERIES TINEL-LOCK™ ADAPTERS (CONT.) SIDE-ENTRY TINEL-LOCK RING (CONT.) 
e Aluminum alloy housing, per QQ-A-225 © Straight and 90° angle configurations @ CZ3656-000 01X3289 58.74 
@ Olive drab cadmium finish 
Code 40 Tinel-Lock™ adapters are designed to terminate a braided cable shield and a heat-shrinkable PIM_211391 
lipped boot to MIL-C-38999, Series III and IV, Class C, F, K, and W, D38999/20, /24, /26. /40, /46, /47 circular 
connectors, and when mated provide a watertight seal meeting MIL-C-85049, Par 3.5.7 requirements. 
Manufactured from aluminum alloy with olive drab cadmium finish per QQ-P-416, Type Il, Class 3 over AS85049 ADAPTERS AND BAND STRAPS 
electroless nickel for corrosion resistance in exposed environments. Features a Tinel-Lock™ ring marked with = TE 
thermochromic paint that changes color when heated electrically and installation temperature is reached. Also connectivity 
available with high-conductivity electroless nickel finish, per MIL-C-26074, Class 4, Grade B, for optimum 
screening performance; go online or call. AUTHORIGER RISTRIBETOR 
Shell Cable Price Each 
Mfg. Part No. Size Dia. Max. Stock No. 1-9+ 
Right Angle 
XR40AB90-0804A\ 9 6.35mm 74K2731 135.26 
XR40AB90-1006A\ "1 9.52mm 44M1961 173.91 
XR40AB90-1208A\ 13 12.7mm 44M1975 140.01 
XR40AB90-1410A\ 15 15.87mm 44M1986 143.33 
Straight 
XR40AB00-0804A\ 9 6.35mm 54K2887 66.59 
XR40AB00-1006A\ "1 9.52mm 54K2888 37.95 
XR40AB00-1008A\ 11 12.7mm 44M1778 122.52 
XR40AB00-1206A\ 13 9.52mm 44M1788 56.11 
XR40AB00-1208A\ 13 12.7mm 29K6717 67.98 
XR40AB00-1406A\ 15 9.52mm 57J1982 = 
XR40AB00-1410A\ 15 15.87mm 21K4997 90.99 
XR40AB00-1608A\ 17 12.7mm 54K2897 67.68 
XR40AB00-1610A\ sta 15.87mm 54K2898 73.51 Features @ Adapter material: Aluminum alloy 
' © Self-locking @ Band strap material: Stainless steel 
BBSDABUE IIS ad uu SaKea00 SSI © Shield band termination © Band strap finish: Passivated 
XR40AB00-1810A\ 19 15.87mm 54K2902 71.62 
XR40AB00-1812A\ 19 19.05mm 54K2903 72.17 Adapters 
XR40AB00-1814A\ 19 22.23mm 441833 149.08 Shell Cable Price Each 
XR40AB00-2012A\ 21 19.05mm 44M1846 26.14 Mfg. Part No. Size Dia. Max. Stock No. 1-4+ 
XR40AB00-2014A\ 21 22.23mm 44M1849 = Cadmium Finish, Large Ent 
XR40AB00-2016A\ 21 25.4mm 20K7258 69.94 R85049/88-9W03 9 6.4mm 29X7535 43.27 
XR40AB00-2214A\ 23 22.23mm 54K2910 68.81 R85049/88-11W03 11 7.9mm 29X7520 a 
XR40AB00-2216A\ 23 25.4mm 441866 77.80 R85049/88-13W03 13 11.14mm 29X7522 49.19 
XR40AB00-2218A\ 23 28.57mm 44M1869 74.36 R85049/88-15W03 15 14.3mm 29X7524 46.38 
PIM_194809 R85049/88-17W03 17 15.9mm 29X7526 50.55 
R85049/88-19W03 19 19.4mm 29X7528 ss 
R85049/88-21W03 21 20.6 29X7530 51.8 
SIDE-ENTRY TINEL-LOCK RING : — “ 
= TE R85049/88-23W03 23 23.8mm 29X7532 SS 
connectivity R85049/88-25W03 25 25.4mm 29X7534 68.32 
Cadmium Finish, Small Entry 
AUTHORIZED DISTRIBUTOR 
RoHS R85049/88-13W02 13 7.9mm 29X7521 oe 
Gepeimpian R85049/88-15WO02 15 Amm 29X7523 wz 
R85049/88-17W02 17 12.7mm 29X7525 —_ 
R85049/88-19W02 19 15.9mm 29X7527 = 
R85049/88-21W02 21 15.9mm 29X7529 56.26 
R85049/88-23W02 23 17.5mm 29X7531 51.12 
© Low profile, buckle-free termination provides © Quick and easy installation with resistance heater R85049/88-25W02 25 19.1mm 29X7533 = 
smooth outer surface or heat gun Nickel Finish, Large Entry 
@ 4-piece nickel-titanium alloy construction with @ Thermochromic paint changes color to indicate 
interlocking ends when ring has been heated to full recovery @ R85049/88-11203 ul 7.9mm aoyoo19 = 
© Uniform recovery force gives termination excellent + Low DC connection resistance provides excellent @ R85049/88-13Z03 13 11.1mm 40Y0921 = 
mechanical and electrical properties 360° shielding termination @ R85049/88-15203 15 14.3mm 40Y0923 104.99 
e Wihistands dempetalljes up to 200 Cc : Easily removable @ R85049/88-17203 17 15.9mm 4070925 = 
TE Connectivity's Raychem brand side-entry Tinel-Lock ring is a heat-recoverable metal braid terminator, which 
provides a method of joining a gross cable or harness shield to a connector backshell or other termination @ R85049/88-19203 19 19.4mm 40Y0927 116.47 
device, without prepositioning the ring on the harness. Designed for military and commercial aerospace, military @ R85049/88-21Z03 21 20.6mm 400929 166.75 
ground systems, military, marine and commercial ships, as well as, offshore marine applications. Can be @ R85049/88-23203 23 23.8mm 40Y0931 130.29 
used for harness-over-braid termination, cable screen termination to the Tinel-Lock adapter, and for harness - - 
repair. Ideal for use with 34-36 AWG single layer braid. Connection DC resistance: 1mohm max. Operating @ R85049/88-25203 25 25.4mm 40Y0933 181.09 
temperature: -65°C to 200°C. Nickel Finish, Small Entry 
Price Each @ R85049/88-13Z02 13 7.9mm 40Y0920 151.98 
Mfg. Part No. Stock No. 1-4+ @ R85049/88-15Z02 15 11.14mm 40Y0922 141.49 
Size 10 @ R85049/88-17Z02 17 12.7mm 40¥0924 142.78 
@ CZ3658-000 01X3290 58.38 @ R85049/88-19Z02 19 15.9mm 40Y0926 153.23 
Size 12 @ R85049/88-21Z02 21 15.9mm 40Y0928 159.21 
@ CZ3660-000 01X3291 54.84 @ R85049/88-23Z02 23 17.5mm 40Y0930 168.10 
Size 14 @ R85049/88-25202 25 19.1mm 40¥0932 159.46 
@ CZ3662-000 01X3292 49.58 PIM_211972 
Size 16 
@ CZ3664-000 01X3293 
er 49.58 SEB SERIES SIDE ENTRY BUSHINGS 
© CZ3666-000 01X3294 54.63 connectivity 
Size 4 = 
AUTHORIZED DISTRIBUTOR 
@ CZ3652-000 01X3287 41.41 ‘ = ng 
Size 6 Gee einpiat 
Available 
@ CZ3654-000 01X3288 47.22 L 
Size 8 SS 
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CIRCULAR CONNECTORS 


SEB SERIES SIDE ENTRY BUSHINGS G SPIN LOCK VARIABLE-ANGLE BACKSHELLS (CONT.) 


ONT. 
High-temperature resistant silicone, rated to 180°C Nie and fire resistant 


© Trim to fit capabilities — fits any size saddle clamp ® No adhesive layer for easy removal Shell Cable Price Each 
@ Thermally formed to naturally conform to circular @ Reusable Mfg. Part No. Size Dia. Max. Stock No. 1-39+ 
p at i sic aici bush desi 7 Urea as ; sh ' Heat Shrinkable Molded Boot, For MIL-C-38999 Series Ill & IV Circular Connectors 
re-coiled side entry reusable silicone bushings are designed to be used in high-temperature applications, suc! 
as non-environmentally sealed backshell (saddle clamp) and wire management bundles, where tape or other SLM40AB-1612A-25-0 7 15.6mm 8777430 oa 
molded grommets are used. One silicone elastomer bushing strip replaces as much as 6 feet and 40 wraps of SLM40AB-1612A-3/42-0 17 15.6mm 8777413 — 
traditional silicone tapes. Conforms to MIL standards AMD-DTL-23053/10, MIL-PRF-46846 Type II Class 1, and SLM40AB-1814A-25-0 19 16.1mm 8717432 i 
RT-1140. Operating temperature range: -75°C to +180°C. 
BSEah SLM40AB-1814A-3/42-0 19 16.14mm 8777415 — 
siete | amneine'| ine llipe eels ares Ines nae an SLM40AB-2016A-25-0 21 17.73mm 8717434 =a 
i . . Min. i -24+ 
See Sea eo |e oy SLM40AB-2016A-3/42-0 2 177mm B7TTAI7 = 
SLM40AB-2218A-25-0 23 20.9mm 8777436 = 
@ SEB-A 25.4mm | 10.2mm | 6.9mm 1.3mm | Black 1 3270840 6.02 
SLM40AB-2218A-3/42-0 23 20.9mm 8777419 oe 
@ SEB-B 50.8mm | 10.2mm | 8.9mm 1.3mm _ | Black 1 3270841 6.85 
SLM40AB-2420A-25-0 25 21.67mm 8777438 = 
@ SEB-C 76.2mm | 12.7mm | 12.2mm 1.3mm _ | Black 1 3270842 9.88 
SLM40AB-2420A-3/42-0 25 21.67mm 8777421 Sa 
@ SEB-D 101.6mm | 15.2mm | 14mm 2.5mm_ | Black 1 3270843 12.02 a _ 
Saddle Clamp, Electroless Nickel, For MIL-C-38999 Series | & Il Circular Connectors 
@ SEB-E 152.4mm | 15.2mm | 16.5mm | 7.6mm | Black 1 3270844 17.51 
@ SEB-F 228.6 15.2 21.61 76 Black | 1 | 3270845 Soren ONA a ose SAEs _ 
: om joao poe ee ae @ SLC41AC-1006A 11/40 5.94mm 8717373 = 
EMAee Ns @ SLC41AC-1208A 13/12 8.33mm 8717375 a 
@ SLC41AC-1410A 15/14 11.61mm 8717377 ah 
SPIN LOCK VARIABLE-ANGLE BACKSHELLS @ SLCATAC-1612A 17/16 1.6mm 8717379 = 
= TE @ SLC41AC-1814A 19/18 16.1mm 8777381 130.09 
saEniby @ SLC41AC-2016A 21/20 17.73mm 8717383 aa 
ae ete oe @ SLC41AC-2218A 23/22 20.9mm 8777385 = 
RoHS 
Geptinaian @ SLC41AC-2420A 25/24 21.67mm 8717387 = 
Avallaple Saddle Clamp, Electroless Nickel, For MIL-C-38999 Series Ill & IV Circular Connectors 
@ SLC40AC-0804A 9 5.94mm 8717337 = 
A @ SLC40AC-1006A 11 5.94mm 8717339 = 
, @ SLC40AC-1208A 13 8.33mm 8777341 as 
Heat-Shrinkable \\ Saddle Clamp Version @ SLC40AC-1410A 15 11.61mm 8777343 ses 
Molded Boot Version Saddle Clamp Version ea nae @ SLC40AC-1612A 17 156mm 877345 = 
? bees . in ata aa ee eee @ SLCA0AC-1814A 19 161mm 877347 = 
@ Variable angle — straight, 45° and 90° cable © Choice of strain relief method — saddle clamp or 
termination using the same part heat-shrink molded boot for a sealed termination @ SLC4DAC-2016A 21 17.73mm 8777349 aa 
® Cost-saving design allows use one backshell for © Constructed from durable aluminum alloy @ SLC40AC-2218A 23 20.9mm 8777351 — 
multiple applications © Available in two platings — olive drab cadmium or @ SLC40AC-2420A 25 21.67mm 8717353 =F 
e i a TM ry iT igh-! % i 
Lib a Upland haga lecliiess nicks! Saddle Clamp, Olive Drab Cadmium, For MIL-C-38999 Series | & Il Circular Connectors 
Raychem Spin Lock variable-angle backshells for MIL Spec circular connectors enable straight, 45°, and SLC41AB-0804A 9/8 5.94mm 8777354 za 
90° braided cable termination using the same part. The backshell's swivelling body rotates around the axis of SLC41AB-1006A 11/10 §.94mm 8777356 = 
the cable bundle and locks in position, minimizing stress on the wire bundle and providing more robust strain SLC41AB-1208A 13/12 8.33mm 8717358 ae 
relief than other termination systems. Choice of saddle clamp version or heat-shrinkable molded boot version 
for a sealed termination. Manufactured from aluminum alloy in choice of two platings. For corrosion resistance in SLC41AB-1410A 15/14 11.61mm 8777360 a 
exposed environments, select olive drab cadmium plating per SAE-AMS-PQ-P-146. Or for optimum screening SLC41AB-1612A 17/16 15.6mm 8717362 pan 
performance, select high-conductivity electroless nickel plating, per SAE-AMS-26074 Class 3 or 4, Grade A. 2 = 
All versions have the Tinel-Lock™ ring marked with thermochromic paint that changes color when heated Store es ts la Cire 
electrically and installation temperature is reached. Ideal for military and commercial aerospace, defense, SLC41AB-2016A 21/20 17.73mm 8777366 _ 
marine, and industrial applications, the Spin Lock backshells are compatible with MIL-C-38999, Series |, Il, Ill SLC41AB-2218A 23/22 20.9mm 8717368 as 
and IV and other MIL spec circular connectors. 
{Connector Code: 40 mates to MIL-C-38999, Series Ill and IV, Class C, F, K, W; 44 mates to MIL-C-38999, SUCATAB 28204 |__25/24 ener Gane = 
Series | and II, Class E, T; *With adhesive coating Saddle Clamp, Olive Drab Cadmium, For MIL-C-38999 Series Ill & IV Circular Connectors 
Shell Cable Price Each @ SLC40AB-0804A 9 5.94mm 8717320 = 
Mfg. Part No. Size Dia. Max. Stock No. 1-39+ SLC40AB-1006A 1 5.94mm 8777322 = 
Heat Shrinkable Molded Boot, For MIL-C-38999 Series | & Il Circular Connectors SLC40AB-1208A 13 8.33mm 8717324 = 
SLM41AB-0804A-25-0 9/8 5.94mm 8777456 ee SLC40AB-1410A 15 11.61mm 8717326 = 
SLM41AB-0804A-3/42-0 9/8 5.94mm 8777439 ae SLC40AB-1612A 17 15.6mm 8717328 = 
SLM41AB-1006A-25-0 11/10 5.94mm 8777458 = SLC40AB-1814A 19 16.14mm 8777330 — 
SLM41AB-1006A-3/42-0 11/10 5.94mm 8777441 ees SLC40AB-2016A 21 17.73mm 8717332 = 
SLM41AB-1208A-25-0 13/12 8.33mm 8777460 a SLC40AB-2218A 23 20.9mm 8717334 = 
SLM41AB-1208A-3/42-0 13/12 8.33mm 8777443 = SLC40AB-2420A 25 21.67mm 8717336 = 
SLM41AB-1410A-25-0 15/14 11.61mm 8777462 = PIM_203516 
SLM41AB-1410A-3/42-0 15/14 11.61mm 8777445 = 
SLM41AB-1612A-25-0 17/16 15.6mm 87717464 = CPC APPLICATION TOOLS 
SLM41AB-1612A-3/42-0 17/16 15.6mm 8777447 = = TE 
—_ 
SLM41AB-1814A-25-0 19/18 16.1mm 8777466 — connectivity 
SLM41AB-1814A-3/42-0 19/18 16.1mm 8777449 ae AUTHORIZED DISTRIBUTOR 
RoHS 
SLM41AB-2016A-25-0 21/20 17.73mm 8777468 = — Osa 
SLM41AB-2016A-3/42-0 21/20 17.73mm 8777451 = Available 
SLM41AB-2218A-25-0 23/22 20.9mm 8777470 = 
SLM41AB-2218A-3/42-0 23/22 20.9mm 8777453 = 
SLM41AB-2420A-25-0 25/24 21.67mm 8777472 = Insertion/Extraction Tool 
SLM41AB-2420A-3/42-0 25/24 21.67mm 8777455 = PRO-CRIMPERI II Hand Tool 
Heat Shrinkable Molded Boot, For MIL-C-38999 Series Ill & IV Circular Connectors For Use Price|Each 
SLM40AB-0804A-25-0 9 5.94mm 8777422 = Mfg. Part No. With Stock No. 1+ 
SLM40AB-0804A-3/42-0 9 5.94mm 8777405 = Hand 
SLM40AB-1006A-25-0 11 5.94mm 8777424 _ 91505-1 AMP 24-16AWG Circular Contacts 9202182 939.92 
SLM40AB-1006A-3/42-0 11 5.94mm 8777407 = 91523-1 AMP 24-16AWG Contacts 85C0748 939.92 
SLM40AB-1208A-25-0 13 8.33mm 8777426 _ 58495-1 AMP 28-16AWG Contacts 44F8409 282.93 
SLM40AB-1208A-3/42-0 13 8.33mm 8777409 _ 91519-1 AMP Type Ill 18-14AWG Circular Contacts 8900342 863.82 
SLM40AB-1410A-25-0 15 11.61mm 8777428 _ 91521-1 AMP Type Ill 18-14AWG Circular Contacts 8900346 808.30 
SLM40AB-1410A-3/42-0 15 11.61mm 8717411 eee 
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CPC APPLICATION TOOLS (CONT.) 97 SERIES SOLDER TYPE INSERTS (CONT.) 
For Use | Price Each_ Contact No. of Insert Price Each 
Mfg. Part No. With Stock No. 1+ Mfg. Part No. Gender Contacts Argmt. Stock No. 1-9+ 
Ratchet Solder 
58448-2 AMPLIMITE HDP-20 28-20AWG D Sub Contacts 44F8730 377.51 97-14S-6P Pin 6Contacts 148-6 96F4935 9.79 
90382-2 AMP TYPE XII 16-12AWG Contacts 46F1160 | 2065.73 97-18-12P Pin 6Contacts 18-12 96F4979 10.98 
91515-1 AMP Universal MATE-N-LOK 30-22AWG Contacts 85C3173 678.97 97-16S-1P Pin 7Contacts 16S-1 05F2060 8.74 
Ratchet, Straight-Action, HD20 - 20-28AWG 97-20-15P Pin 7Contacts 20-15 96F5007 -- 
91503-1 AMP 20-28AWG Contacts 7205755 905.23 97-18-8P Pin 8Contacts 18-8 96F4971 11.87 
PIM_8172 97-20-7P Pin 8Contacts 20-7 96F4999 11.19 
97-20-16P Pin 9Contacts 20-16 96F5009 = 
Crimp Tool Dies 97-28-1P Pin 9Contacts 28-1 96F5110 44.00 
= 97-18-1P Pin 10Contacts 18-1 96F4963 14.58 
snes eats ag or ose 97-18-19P Pin TOContacts 16-19 96F4985 = 
i ps ee | joes | oe ges 
58495-2 TE 58495-1 PRO-CRIMPER III Hand Tool Assembly 48F1670 242.24 - - 
PIM 5513222 97-24-5P Pin 16Contacts 24-5 96F5079 57.11 
97-20-29P Pin 17Contacts 20-29 96F5029 11.99 
: 97-22-14P Pin 19Contacts 22-14 96F5053 = 
Peraion 97-28-16P Pin 20Contacts 28-16 96F5132 = 
For Use Price Each 97-28-11P Pin 22Contacts 28-11 96F5126 43.75 
Mfg. Part No. With Stock No. nA 97-24-28P Pin 24Contacts 24-28 96F5108 36.58 
@ 91067-2 AMPLIMITE Contacts Size 20 DM and 20 DF 44F8729 Aver) 97-28-12P Pin 26Contacts 28-12 96F5128 57.56 
rales 97-28-15P Pin 35Contacts 28-15 96F5130 74.72 
—— 97-36-403P Pin 52Contacts 36-403 96F6019 88.78 
Connector 97-18-16S Socke {Contacts 18-16 27W8927 18.30 
For Use Price Each 97-12S-3S Socke' 2Contacts 128-3 77J6566 3.00 
Mfg. Part No. With Stock No. 1-4+ 97-14S-9S Socke' 2Contacts 148-9 96F4940 10.02 
91019-3 Amp Type XII Contacts 46F1159 397.78 97-16-11S Socke' 2Contacts 16-11 27W8924 12.48 
@91124-1 Male & Female Type XII Contacts 46F1158 97.51 97-16S-4S Sockel 2Contacts 16S-4 27/8925 4.60 
@ 305183 Type Il, III(+) size 16 pin & socket contacts 44F8408 17.41 97-18-3S Sockel 2Contacts 18-3 27W8929 = 
PIM_5513224 97-32-5S Socke' 2Contacts 32-5 96F5995 41.77 
97-14S-1S Socke 3Contacts 14S-1 96F4928 7.09 
Insertion 97-148-78 Sockel 3Contacts 148-7 96F 4938 7.09 
a 97-16-10S Socke 3Contacts 16-10 96F4956 — 
Fortes ion 97-20-19S Socke 3Contacts 20-19 96F5016 22.10 
Mfg. Part No. Description With Stock No. 1-4+ - 
91285-1 | Insertion/Extraction Tool | HDP-22 and HDP-20 Size 22 28-22] 90F1401 | 35.99 ST-148-28 eters aconecls lass ebay 11.30 
AWG Crimp Contacts, Size 20 28-20 97-18-10S Sockel 4Contacts 18-10 96F4976 13.71 
AWG Crimp Contacts, & Size 20 Posted 97-18-138 Socke 4Contacts 18-13 96F4982 = 
: __ Contacts —— 97-18-48 Socke 4Contacts 18-4 96F4968 = 
@ 91002-1 Insertion Tool AMP 0.062 pe Pin & Socket] 89F4310 49.08 97-20-48 Sockel “Contacts 04 96F4996 40.56 
PIM 5513225 97-22-22S Socke 4Contacts 22-22 96F5066 29.38 
97-22-45 Sockel 4Contacts 22-4 96F5038 37.31 
97-36-5S Socke 4Contacts 36-5 96F6009 157.42 
ST SERIES SOLDER IEVPE INSERTS Amphenol ba 97-14S-5S Socke 5Contacts 148-5 96F4934 9.79 
Industrial 97-68-88 Sooke 5Contacts 165-8 96F4950 = 
97-18-11S Socke 5Contacts 18-11 96F4978 a 
97-14S-6S Socke 6Contacts 148-6 96F4936 11.24 
97-18-12S Socke 6Contacts 18-12 96F4980 9.71 
97-20-8S Socke' 6Contacts 20-8 27W8935 51.05 
97-168-1S Socke 7Contacts 168-1 96F4942 9.98 
- Socket 97-20-15S Socke 7Contacts 20-15 96F5008 = 
Meet MIL-C-5015 specifications. Refer to insert arrangement drawings. To order assembled 97 series g-24108 Soke Montes ly Sua ues 
connectors, refer to the complete product listings. 97-20-78 Socke| 8Contacts 20-7 96F5000 — 
Contact No. of insert Priceleach 97-20-16S Socke 9Contacts 20-16 96F5010 12.39 
Mfg. Part No. Gender Contacts Argmt. Stock No. 1-94 97-20-21S Socke 9Contacts 20-21 96F5020 25.11 
Solder 97-28-1S Socke 9Contacts 28-1 96F5111 54.41 
97-128-3P Pin 2Contacts 128-3 7756565 3.31 97-18-18 Socke 10Contacts 18-1 96F4964 16.90 
97-14S-9P Pin 2Contacts 148-9 96F4939 5.47 97-18-19S Socke 10Contacts 18-19 96F4986 = 
97-14S-1P Pin 3Contacts 448-1 96F4927 5.56 97-20-33S Socke 11Contacts 20-33 96F5032 16.79 
97-14S-7P Pin 3Contacts 148-7 96F4937 6.71 97-28-18S Socke 12Contacts 28-18 96F5137 42.82 
97-16-10P Pin 3Contacts 16-10 96F4955 9.06 97-20-27S Socke 14Contacts 20-27 96F5028 18.01 
97-18-22P Pin 3Contacts 18-22 776581 7.43 97-28-20S Socke 14Contacts 28-20 96F5141 44.33 
97-20-19P. Pin 3Contacts 20-19 7736590 mae 97-24-5S Socke 16Contacts 24-5 96F5080 49.52 
97-22-9P Pin 3Contacts 22-9 96F5043 = 97-20-298 Socke 17Contacts 20-29 96F5030 10.65 
97-148-2P Pin 4Contacts 148-2 96F4929 6.59 97-22-148 Socke 19Contacts 22-14 96F5054 11.50 
97-18-10P Pin 4Contacts 18-10 96F4975 40.07 97-28-16S Sockel 20Contacts 28-16 96F5133 = 
97-18-13P Pin 4Contacts 18-13 96F4981 = 97-28-11S Socke 22Contacts 28-11 96F5127 = 
97-18-4P Pin Contacts 18-4 96F4967 zs 97-36-18 Socke| 22Contacts 36-1 96F6007 59.80 
97-20-24P Pin Contacts 20-24 27W8933 56.58 97-24-28S Socke 24Contacts 24-28 96F5109 69.25 
97-20-4P Pin 4Contacts 20-4 96F4995 nee 97-28-12S Sockel 26Contacts 28-12 96F5129 eae 
97-36-5P Pin 4Contacts 36-5 96F6008 122.66 97-28-21S Socke 37Contacts 28-21 96F5143 45.44 
97-14S-5P Pin 5Contacts 148-5 96F4933 8.38 PIM_72952 
97-16S-8P Pin 5Contacts 16S-8 96F4949 6.58 
97-18-11P Pin 5Contacts 18-11 96F4977 13.75 
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MIL-C-5015/97 SERIES 3102A BOX MOUNTING Am phenol® MIL-C-5015/97 SERIES 3102A BOX MOUNTING RECEPTACLES (CONT.) 
RECEPTACLES : 7 7 Industrial No. of Insert Insert Price Each 
One-piece aluminum die-cast shell. Integral polarizing key Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-44 
on front shell. Meet MIL-C-5015 specifications. Refer to 
additional ordering information, drawings, and dimensions. Box Mount Receptacle, Solder Socket 
Cable clamps and other accessories available. 97-3102A-22-10S 4 22-10 N 92F5533 49.43 
97-3102A-22-228 4 22-22 N 93F1261 45.07 
97-3102A-14S-5S 5 148-5 N 93F 1167 19.30 
97-3102A-16S-8S 5 168-8 N 93F1214 22.50 
97-3102A-18-115 5 18-11 N 92F5592 26.78 
97-3102A-18-20S 5 18-20 N 279004 a 
ar a a sae 97-3102A-14S-6S 6 148-6 N 93F 1165 33.39 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ O7-B102A18-128 6 Uae N eanizol 20/68 
Box Mount Receptacle, Solder Pin 97-3102A-165-18 uf 16S-1 N Garis 21.22 
97-3102A-10SL-4P 2 108-4 N 39F3093_| 28.38 SESW AO SS i a N S2F S608 |r Aaae 
TEESE 3 ra 7 ETE maa 97-3102A-24-10S 7 24-10 N 92F5564 97.27 
97-3102A148-9P 2 148-9 N o7sors | 22.91 gissahe2s28 : _ 7 SKs9220 |e) 
97-3102A-16-11P 2 16-11 N o4Me189 = Ges Miaherels U al 7 zIWa028 == 
97-3102A168-4P 2 168-4 N 2709009 z Sts 02h 2216-8 ale N UiC0975 | alls 
ai apASIGP 5 an 7. ATHETTS = 97-3102A-22-238 8 22-23 N 92F5614 56.02 
© 97-3102A-10SL-3P(621) 3 108L3 N 218660 Zz GES N2ARE SS S 246 . TASOSA6 = 
RUTETCESS 7 TS i 30r3002 | 9578 97-3102A-20-185 9 20-18 N 7306552 35.30 
97-3102A-148-7P 3 148-7 N 93F1245 | 23.70 SF-S0eA22-208 2 seed N SF S000 sale 
ar ai AESae A ise N RICE = 97-3102A24-115 9 2-11 N 26P0985 = 
97-3102A-20-3P 3 20-3 N 22cesi9 | 51.31 cleo staal : ual H 2S 
EEE 7 a i rey) = 97-3102A-18-15 10 16-1 N 93F 1191 39.38 
97-3102A-12SL-844P 4 1281-844 N 39F3106 | 35.85 SESO2ATE-19S {0 ee N Sh 122808 [2 
97-3102A-148-2P 4 148-2 N o3F1187 | 12.49 SFS102A26-198 0 ae : BINGO SOI 
e7aIOURIOAOP 7 io N oars 137.41 97-3102A24-20S 11 24-20 N 279026 i 
ETT Ces 7 oA 7 0790126 | 16.78 97-3102A-24-195 12 24-19 N 92F5594 | 161.22 
a7aUaASDAOP ri Sait N ANaCaa = 97-3102A-28-18S 12 28-18 N 92F5610 91.78 
STS 102A00P 7 aio 7 o7u0128 | 42.00 97-3102A-28-09S 12 28-9 N 97B4566 72.26 
G7S10SAHASEP 5 Tor 7 erties | 98 97-3102A-20-118 13 20-11 N 83H8085 79.12 
EY OTSTETS - _ N SoFSCITamINSCTGA 97-3102A-22-19S 14 22-19 N 93F1263 42.15 
97-3102A-148-6P 6 148-6 N 93F1168 | 20.75 S7S102A26-25 u mee N ORIEL = 
a7 aIODADIOP : SEAT N SoFSEA0INNIGSO 97-3102A-28-20S 14 28-20 N 92F5544 | 111.62 
07-3102A24-2P 7 ye i TUaOT = 97-3102A-24-7S 16 WT N 92F5558 39.99 
arINDRDOT : _ N eari270 | 3071 97-3102A-20-29S 17 20-29 N 93F1247 39.47 
G731008.09.16P 7 oar T Eo 97-3102A-22-14S 19 22-14 N 93F1216 44.39 
G7 ainhop ae 3 T708 ic ES = 97-3102A-28-118 2 28-11 N 92F5619 | 122.83 
a7 SIODADESE : _ ic TWanaS = 97-3102A-32-85 30 328 N 9201733 71.29 
G7aIDSADOEP 7 SOE N SSETIa0N NEZOES 97-3102A-28-15S 35 28-15 N 93F1272 | 100.56 
ELT OTETS 7 — N STWeOAT = 97-3102A-28-21S 37 28-21 N 92F5596 89.04 
97-3102A22-20P 9 22-20 N 070127 | 36.05 97-3102A-36-10S 48 3610 A CBRE || e777 
97-3102A24-11P 9 2-11 N 27w9023 | 98.68 PIM_13942 
97-3102A28-1P 9 28-1 N 27w9032 | 116.20 
97-3102A-18-1P 10 16-1 N 93F1198 | 27.38 MIL-C-5015/97 SERIES Amphenol® 
97-3102A-18-19P 10 18-19 N 92F5618 38.39 3106A SOLID-SHELL STRAIGHT PLUGS ~~~ "Industrial 
97-3102A20-33P 11 20-33 N 27W9020 41.34 Meet MIL-C-5015 specifications. Refer to additional 
97-3102A-24-19P 12 24-19 N 92F5552 | 107.91 PIS eo or Mi ee 
97-3102A28-18P 12 28-18 N 070130 | 88.01 
97-3102A-28-9P 12 28-9 N 9309695 = 
97-3102A20-11P 13 20-11 N 27w9014 = 
97-3102A-20-27P 14 20-27 N 93F1172 | 36.80 
97-3102A-22-19P 14 22-19 N 92F5528 | 44.98 
97-3102A-28-2P 14 28-2 N 9203363 | 90.23 | naar iaaori incl Price Each 
97-3102A-28-20P 14 28-20 N 92F5554 90.38 Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ 
97-3102A-24-5P 16 24-5 N 92F5602 69.82 Straight Plug, Solder Pin 
97-3102A-28-16P 20 28-16 N 93F1240 124.03 97-3106A-12S-3P 128-3 N 93F1184 22.29 
97-3102A-28-12P 26 28-12 N 92F5593 | 72.44 97-3106A-148-9P 148-9 N 93F1248 | 33.80 
97-3102A-28-15P 35 28-15 N 92F5607 | 117.39 97-3106A-168-4P 168-4 N 92F5623 | 33.43 
97-3102A-28-21P 37 28-21 N 92F5606 | 55.94 97-3106A-18-03P 18:3 N o1ces06 | 33.31 
97-3102A-36-10P 48 36-10 N 92F5553 | 169.18 97-3106A-20-23P 20-23 N 9400535 | 62.87 
Box Mount Receptacle, Solder Socket 97-3106A-22-8P 22-8 N 12M6114 = 
97-3102A-148-9S 2 148-9 N 93F1256 | 17.96 97-3106A-24-09P 24-9 N 7903830 | 75.92 
97-3102A-18-38 2 18-3 N 27w9005 | 26.53 97-3106A-14S-1P(639) 148-1 N 2411616 = 
97-3102A24-9S 2 24-9 N 27W9031 = 97-3106A-14S-1P 148-1 N 93F1179 | 31.66 
97-3102A-148-78 3 148-7 N 93F1212_ | 17.02 97-3106A-14S-7P 148-7 N 93F1207 | 28.78 
97-3102A-16-108 3 16-10 N 93F1229 | 25.42 97-3106A-16-10P 16-10 N 92F5627 | 35.33 
97-3102A-18-22S 3 18-22 N 92F5573 = 97-3106A-16S-5P 168-5 N 93F1259 | 28.66 
97-3102A18-5S 3 18-5 N 27W9013 = 97-3106A-20-3P 20-3 N 67¢2762 | 84.39 
97-3102A-20-19S 3 20-19 N 4gm0499_| 25.49 97-3106A-14S-2P(639) 148-2 N 93F 1269 = 
97-3102A-20-38 3 20-3 N 27w9007 | 71.11 97-3106A-148-2P 148-2 N 93F1160 | 23.67 
97-3102A-14S-2S 4 148-2 N 93F1170 | 20.94 97-3106A16-9P. 16-9 N 0750132 = 
97-3102A-18-4S 4 18-4 N 92F5587 | 25.21 97-3106A-18-10P. 18-10 N 925626 | 37.43 
97-3102A-20-4S 4 20-4 N 92-5603 | 37.47 97-3106A-20-24P 20-24 N 88F1677 | 169.63 
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MIL-C-5015/97 SERIES 


CONNECTORS & ACCESSORIES 


CIRCULAR CONNECTORS 


3106A SOLID-SHELL STRAIGHT PLUGS (CONT.) 


No. of Insert Insert Price Each No. of Insert Insert Price Each 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ 
Straight Plug, Solder Pin Straight Plug, Solder Socket 
97-3106A-22-10P 4 22-10 N 92F5611 55.66 97-3106A-18-11S 5 18-11 N 93F1232 40.55 
97-3106A-14S-5P 5 148-5 N 93F1163 34.05 97-3106A18-20S 5 18-20 N 279045 = 
97-3106A-16S-8P 5 168-8 N 93F1183 37.56 97-3106A-14S-6S 6 148-6 N 93F1159 20.40 
97-3106A-18-11P 5 18-11 N 93F1227 45.44 97-3106A-18-12S 6 18-12 N 93F1236 30.99 
97-3106A-18-20P 5 18-20 N 92F5545 28.02 97-3106A20-17S 6 20-17 N 279053 = 
97-3106A-14S-6P 6 148-6 N 93F1161 19.57 97-3106A-16S-1S 7 168-1 N 93F1175 23.34 
97-3106A20-17P 6 20-17 N 279052 = 97-3106A-20-15S 7 20-15 N 92F5624 71.51 
97-3106A-16S-1P 7 16S-1 N 93F1164 33.26 97-3106A-22-28S 7 22-28 N 74C6909 = 
97-3106A18-9P 7 18-9 N 87P0622 = 97-3106A-24-10S 7 24-10 N 92F5530 189.50 
97-3106A-20-15P 7 20-15 N 92F5628 41.95 97-3106A-24-2S 7 24-2 N 85H1149 61.74 
97-3106A-24-10P 7 24-10 N 92F5550 165.21 97-3106A-20-7S 8 20-7 N 20C8731 43.33 
97-3106A-24-2P 7 24-2 N 92F5574 aa 97-3106A-22-23S 8 22-23 N 92F5547 59.38 
97-3106A-24-27P 7 24-27 N 92F5534 89.20 97-3106A-24-6S 8 24-6 N 73J6586 97.55 
97-3106A-18-8P 8 18-8 N 93F1252 39.51 97-3106A-20-16S 9 20-16 N 92F5529 41.58 
97-3106A-22-18P 8 22-18 N 81H4173 50.42 97-3106A-20-18S 9 20-18 N 92F5580 47.16 
97-3106A-22-23P 8 22-23 N 92F5609 58.42 97-3106A20-21S 9 20-21 N 279057 = 
97-3106A24-6P 8 24-6 N 279070 = 97-3106A22-20S 9 22-20 N 279064 mm 
97-3106A-20-16P 9 20-16 N 92F5531 58.65 97-3106A-24-11S 9 24-11 N 05F4067 240.77 
97-3106A-20-18P 9 20-18 N 92F5559 46.61 97-3106A28-1S 9 28-1 N 279071 152.22 
97-3106A-22-20P 9 22-20 N 92F5584 51.97 97-3106A-18-1S 10 18-1 N 93F1162 37.64 
97-3106A-24-11P 9 24-11 N 92F5565 126.85 97-3106A-18-19S 10 18-19 N 92F5605 28.50 
97-3106A-18-1P 10 18-1 N 93F1174 39.14 97-3106A28-19S 10 28-19 N 279074 87.10 
97-3106A18-1P(621) 10 18-1 N 94B9176 = 97-3106A-20-33S 11 20-33 N 92F5633 23.00 
97-3106A-18-19P 10 18-19 N 93F1204 43.75 97-3106A24-20S 11 24-20 N 279067 = 
97-3106A-20-33P 1 20-33 N 92F5622 47.00 97-3106A-24-19S 12 24-19 N 8109068 93.34 
97-3106A-24-19P 12 24-19 N 92F5589 163.59 97-3106A-28-18S 12 28-18 N 92F5576 127.66 
97-3106A-28-18P 12 28-18 N 93F1271 121.45 97-3106A-28-09S 12 28-9 N 23C8885 47.23 
97-3106A28-9P 12 28-9 N 279078 = 97-3106A-20-27S 14 20-27 N 93F1190 48.61 
97-3106A-20-27P 14 20-27 N 93F1180 50.55 97-3106A-22-19S 14 22-19 N 92F5546 43.90 
97-3106A-22-19P 14 22-19 N 92F5598 42.74 97-3106A28-2S 14 28-2 N 279076 a 
97-3106A-28-20P 14 28-20 N 92F5535 | 128.64 97-3106A28-17S 15 28-17 N 279072 = 
97-3106A-24-5P 16 24-5 N 113943 96.14 97-3106A-24-5S 16 24-5 N 92F5620 119.64 
97-3106A-20-29P 17 20-29 N 93F1258 46.11 97-3106A-24-7S 16 24-7 N 93F1246 128.43 
97-3106A-20-29P(639) 17 20-29 N 2413000 = 97-3106A-20-29S 17 20-29 N 93F1195 50.27 
97-3106A-22-14P 19 22-14 N 93F1219 103.93 97-3106A-22-14S 19 22-14 N 93F1235 53.93 
97-3106A-28-11P 22 28-11 N 92F5527 82.12 97-3106A-28-16S 20 28-16 N 92F5597 173.47 
97-3106A-24-28P 24 24-28 N 93F1202 89.18 97-3106A-24-28S 24 24-28 N 92F5586 94.90 
97-3106A-28-12P 26 28-12 N 92F5583 79.61 97-3106A-28-12S 26 28-12 N 92F5588 111.82 
97-3106A-32-08P 30 32-8 N 7305534 | 404,44 97-3106A-32-08S 30 32-8 N 73C5530 409.17 
97-3106A-28-15P 35 28-15 N 93F1265 147.88 97-3106A-28-15S 35 28-15 N 92F5613 a 
97-3106A-36-15P 35 36-15 N 06C1266 ne 97-3106A32-7S 35 32-7 N 279079 we 
97-3106A-28-21P 37 28-21 N 92F5585 | 100.17 97-3106A36-15S 35 36-15 N 279080 a 
97-3106A-36-10P 48 36-10 N 92F5541 156.58 97-3106A-36-10S 48 36-10 N 92F5571 164.65 
97-3106A-32-414P 52 32-414 N 92F5536 = PIM_13944 
Straight Plug, Solder Socket 
SisNOGA-1Siots z noe 2 SFOS aa EESSTES 97 SERIES WATER RESISTANT CABLE CLAMPS Amphenol® 
97-3106A-10SL-4S(004) 2 10SL-4 N 22H8804 23.60 ; : ATIVE 
GT 0GHA7S8 2 | es | | a Oe Sts en mre oot eee Industrial 
Ti ree Setar deems aera 
97-3106A-18-3S 2 18-3 N 71C8178 38.83 which supplies | 
97-3106A-1081-35(639) 3 t0SL-3 N SQEMOUO|MEI ir rcuired, consult your ocel Newark h One sales office 
97-3106A-10SL-3S 3 10SL-3 N 39F3094 26.82 
97-3106A-14S-1S 3 148-1 N 93F1200 32.70 
97-3106A-14S-7S 3 148-7 N 93F1217 38.47 
97-3106A-16-10S 3 16-10 N 24H1832 30.21 Shell Cable Price Each 
97-3106A16S-5S 3 168-5 N 07J0134 = Mfg. Part No. Size Dia. Max. Stock No. 1-24+ 
97-3106A-18-22S 3 18-22 N 74C6856 30.79 97-67-12-4 10SL2/12S 555mm 96F4852 42.14 
97-3106A18-5S 3 18-5 N 279048 = 97-67-14-4 12SL/14/14S 555mm 70B2190 33.02 
97-3106A20-19S 3 20-19 N 279055 43.22 97-67-14-6 12SL14/14S 8.73mm 96F4853 46.30 
97-3106A-20-3S 3 20-3 N 1101400 42.32 97-67-16-6 16/16S 8.73mm 96F4855 46.11 
973106A222S 3 22-2 N 79K3490 = 97-67-16-8 16/16S 11.42mm 96F4856 46.60 
97-3106A-12SL-844S 4 12SL-844 N 39F3107 45.05 97-67-18-6 18 8.73mm 96F4859 38.30 
97-3106A-14S-2S 4 148-2 N 93F1166 31.01 97-67-18-8 18 11.12mm 96F4860 49.75 
97-3106A16-9S 4 16-9 N 279044 = 97-67-18-10 18 14.29mm 96F4857 40.34 
97-3106A-18-10S 4 18-10 N 92F5604 38.57 97-67-22-8 20/22 11.42mm 96F4863 42.35 
97-3106A22-10S 4 22-10 N 279062 = 97-67-22-10 20/22 14.29mm 96F4861 38.43 
97-3106A-22-22S 4 22-22 N 92F5560 70.92 97-67-22-12 20/22 17.46mm 96F4862 36.47 
97-3106A24-22S 4 24-22 N 88F1090 63.75 97-67-28-10 24/28 14.29mm 96F4864 40.19 
97-3106A-14S-5S 5 148-5 N 93F1169 32.78 97-67-28-12 24/28 17.46mm 96F4865 48.46 
97-3106A-16S-8S 5 168-8 N 93F1176 22.76 97-67-28-16 24/28 21.43mm 96F4866 48.90 
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97 SERIES WATER RESISTANT CABLE CLAMPS (CONT.) 97 SERIES/MS CONNECTOR CAP AND CHAIN ASSEMBLIES (CONT.) 
drab cadmium finish with beaded chain f ting. Caps f tacles feature internal threads f ith 

ees = aia ie = MS31004, MS3101A, and MS3102A receptacles, go onine or cal Caps for plugs have external threads for use 
PIM_8338 on plugs MS3106 and MS3108, go online or call. 
Se For Use Price Each 
97 SERIES MS3055 ADAPTERS Amphenol® — _™s-PatNo.|_ type With Stock No. | 1-24+ 

atrial Metal Body 


Industrial 


RoHS 9760-10 Dust Cap | MS3100,MS3101,MS3102 Size 10 Receptacles | 96F5940 2.28 
Gop einaian 9760-12 Dust Cap | MS3100, MS3101,MS3102 Size 12 Receptacles | 96F5942 7.06 
9760-14 Dust Cap | MS3100, MS3101, MS3102 Size 14 Receptacles | 96F5895 6.27 

9760-16 Dust Cap | MS3100, MS3101,MS3102 Size 16 Receptacles | 96F5944 8.44 

9760-18 Dust Cap | MS3100, MS3101, MS3102 Size 18 Receptacles | 96F5891 8.82 

9760-20 Dust Cap | MS3100, MS3101, MS3102 Size 20 Receptacles | 96F4836 14.94 


97-3055 Adapter 97-3055-124 Adapter, Type! 97-3055-120 Adapter, Type I 9760-22 Dust Cap | MS3100, MS3101, MS3102 Size 22 Receptacles | 96F4838 | 15.26 
Used as reducing or extending bushing 9760-24 Dust Cap | MS3100,MS3101,MS3102 Size 24 Receptacles | 96F4840 19.96 
Price Each 9760-28 Dust Cap | MS3100, MS3101, MS3102 Size 28 Receptacles | 96F4842 16.78 
Mfg. Part No. Accessory Type For Use With StockNo.| 1-244 9760-32 Dust Cap | MS3100, MS3101, MS3102 Size 32 Receptacles | 96F4844 a 
1/2” Conduit Size 9760-36 Dust Cap | MS3100, MS3101, MS3102 Size 36 Receptacles | 96F4846 = 
97-3055-16-8 Circular Backshell Adapter | 97 Series 16 & 16S Shell Size | 22H8160 aes 9760-10P Dust Cap MS3106, MS3108 Size 10 Plugs 96F5941 9.41 
Circular Connectors 9760-12P | Dust Cap MS3106, MS3108 Size 12 Plugs 96F5943 | 19.56 
97-3055-18-8 Circular Backshell Adapter | 97 Series 18 Shell Size} 22H8182 — 9760-14P Dust Cap MS3106, MS3108 Size 14 Plugs 96F5890 12.45 
97-3055-22-8 Circular Backshell Adapter | 97 = DED Sha Size | 22H8205 | 11.37 aire oasis Se ebESaBS 12380 
Circular Connectors ‘ 9760-18P. Dust Cap MS3106, MS3108 Size 18 Plugs 96F4833 12.99 
4’ ConduitSze 9760-20P | Dust Cap MS3106, MS3108 Size 20 Plugs 96F4837 | 30.77 
97-3055-12-4 Circular Backshell Adapter | 97 Series 12 & 12S Shell Size | 96F5939 = 9760-22P__| Dust Cap MS3106, MS3108 Size 22 Plugs 96F4839 9.68 
Circular Connectors 9760-24P Dust Cap MS3106, MS3108 Size 24 Plugs 96F4841 48.22 
97-3055-14-4 Circular Backshell Adapter | 97 Series 14 & 14S Shell Size | 96F4907 ae 9760-28P Dust Cap MS3106, MS3108 Size 28 Plugs 96F4843 25.50 
—__ see Ore) 9760-32P | Dust Cap MS3106, MS3108 Size 32 Plugs 96F4845 pas 
feGonduit size 9760-36P | Dust Cap MS3106, MS3108 Size 36 Plugs 96F4847 = 
97-3055-28-16 Circular Backshell Adapter | 97 Series 24 & 28 Shell Size | 96F4912 16.88 
Circular Connectors PIM_8337 
97-3055-32-16 Circular Backshell Adapter | 97 aie a Shell Size | 22H8235 ee ——— SS SS Se 
ircular Connectors 
97-3055-36-16 Circular Backshell Adapter |97 Series 36 Shell Size) 96F4913 -— a BERIES ANOS! Caer GLAMFs . Amphenol® 
Circular Connectors For jacketed cable or wires protected by tubing. 1 resilient Industrial 


rs a washer and 2 fiber washers included. NOTE: suffix 

3/4” Conduit Size 6 in mfg. part no. indicates step-down clamp which 
97-3055-22-12 Circular Backshell Adapter | 97 Series 20 & 22 Shell Size | 96F4909 15.19 accommodates smaller cable. 

Circular Connectors 

97-3055-28-12 Circular Backshell Adapter | 97 Series 24 & 28 Shell Size | 96F4911 17.97 

Circular Connectors 


3/8” Conduit Size 


97-3055-14-6 Circular Backshell Adapter | 97 Series 14 & 14S Shell Size | 88F2569 12.38 
Circular Connectors 
97-3055-16-6 Circular Backshell Adapter | 97 Series 16 & 16S Shell Size | 99F5000 = Shell Cabl Price Each 
Circular Connectors ne wale a 
97-3055-18-6 | Circular Backshell Adapter|97 Series 18 Shell Size] 98F7323 se oie pla Max, StockNG: ale 
Pree ne ee ee CoARGGGIe = 97-3057-3 aS/108 6.35mm 96F4901 = 
5/8” Conduit Size 97-3057-4 10SL/12S 7.92mm 96F4902 14.40 
97-3055-22-10 | Circular Backshell Adapter | 97 Series 20 & 22 Shell Size] 96F4908 | 9.67 97-3057-6 12SL/14/148 114mm 96F4904 13.53 
Circular Connectors 97-3057-8 16/16S 14.27mm 96F4828 13.45 
97-3055-28-10 Circular Backshell Adapter | 97 Series 24 & 28 Shell Size | 96F4910 13.27 97-3057-10-6 18 12.7mm 96F4892 16.77 
Circular Connectors 97-3057-10 18 15.88mm 96F4914 11.55 
Type | : : 97-3057-12-6 20/22 12.7mm 96F4894 17.83 
97-3055-121-18002 | Circular Backshell Adapter | 97 ae biel Size | 97H3333 = 97-3057-12 20122 19.05mm 96F4893 13.32 
97-3055-121-22002 | Circular Backshell Adapter | 97 Series 20 & 22 Shell Size| 90B2507 | 47.74 97-3057-16 24/28 23.8mm 96F4896 13.71 
Circular Connectors 97-3057-20 32 31.75mm 96F4898 = 
97-3055-121-28002 | Circular Backshell Adapter | 97 Series 24 & 28 Shell Size] 23H1243 | 38.85 97-3057-24 36 34.93mm 96F4899 89.83 
Circular Connectors PIM 8334 
97-3055-121-28003 | Circular Backshell Adapter |97 Series 24-28 Shell Size) 23H1244 _ - 
Circular Connectors 
Type ll 97 SERIES MS3057A CABLE CLAMPS Amphenol® 
97-3055-120-18002 | Circular Backshell Adapter |97 Series 18 Shell Size) 88F1100 | 104.67 Industrial 
Circular Connectors 
97-3055-120-22002 | Circular Backshell Adapter | 97 Series 20 & 22 Shell Size] 24C8160 | 93.90 For jacketed cable or wire protected by tubing. Both 
Circular Connectors clamping halves float for maximum strain relief. To order 
2055.4 9().. i 5 "I Tee clamp with bushing, add -1 suffix to the mfg. part number. 
97-3055-120-28002 | Circular Backshell Adapter | 97 be mle Size | 2901985 For unjacketed cable or wire, order MS3420. rubber 


bushing separately. Two telescoping bushings supplied 
with shell sizes 24 and up. 


97-3055-120-28003 | Circular Backshell Adapter |97 Series 24-28 Shell Size| 86H9364 | 59.68 
Circular Connectors 


PIM_80522 


Shell Cable Price Each 
Mfg. Part No. Size Dia. Max. Stock No. 1-49+ 
97 SERIES/MS CONNECTOR CAP AND CHAIN Amphenol® —_182057A7ype 
ASSEMBLIES ~~ ~"Industrial 97-3057-1004 10SLI12S 7.92mm 96F4915 11.20 
97-3057-1007 12SL/14/14S 11.1mm 96F4918 10.53 
97-3057-1008 16/16S 14.27mm 96F4870 14.79 
q 97-3057-1010 18 15.88mm 96F4874 11.65 
97-3057-1012 20/22 19.05mm 96F4878 11.90 
a78010 97-3057-1016 24/28 23.8mm 96F4882 10.40 
97-3057-1020 32 31.75mm 96F4885 6.58 
9760-10P 97-3057-1024 36 34.93mm 96F4888 18.02 
Fit 97 series/MS receptacles and plugs. Provide protection against live circuits and keep out dirt and dust. Olive 
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CONNECTORS & ACCESSORIES 
CIRCULAR CONNECTORS 


97 SERIES MS3057A CABLE CLAMPS MS/STANDARD CYLINDRICAL 
MIL-C-5015 TYPE CONNECTORS (CONT.) 
(CONT) No. of Insert Insert Price Each 
Shell Cable Price Each Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-24+ 
Mfg. Part No. Size Dia. Max. Stock No. 1-49+ Box Mount Receptacle, Solder Pin, Environmentally Sealed 
MS3057A Type w/ Bushing MS3102E10SL-4P 2 10SL-4 N 34H5247 20.50 
97-3057-1004-1 10SL/12S 7.92mm 96F4916 16.34 MS3102E10SL-3P 3 10SL-3 N 34H5256 9.36 
97-3057-1007-1 12SL/14/14S 11.1mm 96F4867 12.56 MS3102E-16-10P 3 16-10 N 34H5252 45.24 
97-3057-1008-1 16/16S 14.27mm 96F4871 16.00 MS3102E14S-2P 4 148-2 N 34H5261 11.88 
97-3057-1010-1 18 15.88mm 96F4875 9.66 MS3102E22-22P 4 22-22 N 34H5283 18.08 
97-3057-1012-1 20/22 19.05mm 96F4879 11.74 MS3102E14S-5P 5 148-5 N 34H5262 10.31 
97-3057-1016-1 24/28 23.8mm 90F1287 15.93 MS3102E18-11P 5 18-11 N 34H5267 14.88 
97-3057-1020-1 32 31.75mm 96F4886 23.47 MS3102E14S-6P 6 148-6 N 34H5263 10.61 
97-3057-1024-1 36 34.93mm 96F4889 22.11 MS3102E16S-1P 7 16S-1 N 34H5264 5.60 
PIM_8336 MS3102E18-1P 10 18-1 N 34H5266 18.84 
MS3102E22-14P 19 22-14 N 34H5281 22.64 
97 SERIES/MS3420 RUBBER BUSHINGS Am phenol® Box Mount Receptacle, Solder Pin, Environmentally Sealed, Lightweight 
Spec List: ——— industrial MS3102R10SL-4P 2 10SL-4 N 8504044 16.49 
: eatin ; sae And na oe MS3102R10SL-3P 3 10SL-3 N 8504043 29.60 
@ oye sia 6 oC sc Oli bie 031s MS3102R16-10P 3 16-10 N 8504033 | 35.26 
© 97-79-513-8 - Cable Outer Dia. 0.437" MS3102R14S-2P 4 148-2 N 85C4025 27.40 
© 97-79-513-10 - Cable Outer Dia. 0.562" MS3102R14S-6P 6 14S-6 N 85C4029 63.86 
© 97-79-513-12 - Cable Outer Dia. 0.625' 
© 97-79-513-16 - Cable Outer Dia. 0.75” MS3102R16S-1P i 168-1 N 8504035 42.05 
© 97-79-513-20 - Cable Outer Dia. 0.937" MS3102R18-1P 10 18-1 N 85C4037 51.36 
© 97-79-513-24 - Cable Outer Dia. 1.25 MS3102R20-27P 14 20-27 N 8504039 22.86 
MS3420 rubber bushings are designed for use with 7 
MS3057A cable clamps. Provide protection for unjacketed MS3102R20-29P ie - i) ul eee LONE: 
wire and cable and act as reducing bushing. Box Mount Receptacle, Solder Pin, General Duty 
Price Each MS3102A10SL-4P 2 10SL-4 N 0345415 20.68 
Mfg. Part No. | Accessory Type For Use With Stock No. 4-9+ MS3102A10SL-3P 3 10SL-3 N 03J5414 21.52 
@ 97-79-513-3 | Rubber Bushing | MS3057A Shell Size 10SL Cable Clamps | 96F5893 1.34 MS3102A14S-2P 4 148-2 N 8502357 10.89 
@ 97-79-513-4 | Rubber Bushing | _MS3057A Shell Size 12S Cable Clamps 96F5888 4.51 MS3102A18-10P 4 18-10 N 09J9063 31.20 
@ 97-79-513-6 | Rubber Bushing | MS3057A Shell Size 12SL & 14S Cable] 96F5887 1.63 MS3102A14S-5P 5 148-5 N 03J5418 10.80 
Clamps MS3102A14S-6P 6 148-6 N 035419 29.77 
@ 97-79-513-8 | Rubber Bushing | MS3057A Shell Size 16 & 16S Cable Clamps | 96F5886 1.81 MS3102A16S-1P 7 16S-1 N 03J5422 12.46 
@ 97-79-513-10 | Rubber Bushing MS3057A Shell Size 18 Cable Clamps 96F5894 1.69 MS3102A18-1P. 10 18-1 N 035424 33.96 
@ 97-79-513-12 | Rubber Bushing | MS3057A Shell Size 20 & 22 Cable Clamps | 96F5889 1.00 MS3102A20-27P 14 20-27 N 8809485 13.04 
@ 97-79-513-16 | Rubber Bushing | MS3057A Shell Size 24 & 28 Cable Clamps | 96F5958 1.83 Box Mount Receptacle, Solder Socket, Environmentally Sealed 
@ 97-79-513-20 | Rubber Bushing MS3057A Shell Size 32 Cable Clamps 96F5911 3.14 MS3102E10SL-3S 3 140SL-3 N 34H5257 11.99 
@ 97-79-513-24 | Rubber Bushing MS3057A Shell Size 36 Cable Clamps 96F5900 2.64 MS3102E14S-7S 3 148-7 N 34H5251 26.78 
PIM_8335 MS3102E14S-2S 4 148-2 N 08H0294 Aout 
MS3102E14S-6S 6 148-6 N 54H0142 12.67 
MS/STANDARD CYLINDRICAL Amphenol® MS3102E-16S-1S 7 16S-1 N 34H5253 = 
MIL-C-5015 TYPE CONNECTORS aera ner peer MS3102E18-1S 10 18-1 N 34H5254 19.08 
Industrial 
As MS3102E20-29S 17 20-29 N 76J2206 43.07 
2 LB BN ha::) 7. * A 
€) Box Mount Receptacle, Solder Socket, Environmentally Sealed, Lightweight 
InsertArrangement 10SL-3 10SL-4 148-2 145-5 145-6 Ms 7 MS3102R14S-7S 3 148-7 N 85C4032 29.46 
pile = i ib \@ : 4 MS3102R14S-2S 4 148-2 N 85C4026 31.57 
ae MS3102R14S-5S 5 148-5 N 85C4028 32.47 
(3) MS3102R148-6S 6 148-6 N 35¢4030 | 41.07 
28 MS3102R16S-1S 7 168-1 N 85C4036 46.50 
InsertArrangement 16S-1 16-10 o. an © i © 11 4 Ff rs 
Number of Contacts 7 3 - MS3102R18-1S 10 18-1 N 85C4038 157.98 
Contact Size 16 12 MS3102R20-27S 14 20-27 N 85C4040 61.83 
5 ~ MS3102R20-29S 17 20-29 N 85C4042 35.29 
&) [220-0\ leg, Gee) es) @ Box Mount Receptacle, Solder Socket, General Dut 
&) ay Gee) ry es) ® MS3102A14S-2S 4 148-2 N 03/5417 12.80 
InsertArangement 20-29 22-14 22192222 24-1 MS3102A14S-5S 5 148-5 N 0949060 12.59 
Number of Contacts 7 19 14 36 MS3102A14S-6S 6 14S-6 N 035420 31.49 
Contact Size 16 16 16 : 8 12 
Insert Arrangements MS3102A16S-1S it 16S-1 N 03J5423 13.84 
MS3102A18-1S 10 18-1 N 03J5425 18.75 
MS3102A20-29S 17 20-29 N 05H9383 25.42 
Cable Mount Receptacle, Solder Pin, General Duty 
MS3101A10SL-4P 2 10SL-4 N 76J0231 21.28 
@ Medium to Heavyweight Cylindrical © Solder Contacts, Sizes 16-0 Accepting 22-0 AWG MS3101A10SL-3P 3 40SL-3 N 76J0230 31.94 
@ Durable, Field-Proven Design © Operating Voltage: 3000VAC (RMS) Max. at 7 7 A 
© Resilient Inserts Sea Level Straight Plug, Solder Pin, Environmentally Sealed 
MS/Standard connectors meet the latest performance requirements of MIL-C-5015. Feature threaded couplings MS3106E16S-1P 7 168-1 N 34H5324 42.80 
and single key/keyway shell polarization, representing maximum simplicity in design. Applications include Straight Plug, Solder Pin, Environmentally Sealed w/ Strain Relief 
military ground support equipment, ordnance and shipboard installations. NOTE: The MS/Standard connectors MS3106F14S-7P 3 148-7 N 8504051 41.39 
are available in 4 Certified Service Classes: “A” Class is a solid shell version for general, nonenvironmental = 5 3 16-10 N 8504053 = 
applications; “E/F” Class is an environmental resisting version with strain relief and designed for applications MS3106F 16-10) é 59.63 
where the connector will be exposed to moisture, vibration and rapid changes in pressure and temperature; MS3106F14S-2P 4 148-2 N 8504045 83.77 
and “R” Class is a lightweight environmental resisting version that is shorter in length and lighter in weight than MS3106F14S-5P 5 148-5 N 8504047 39.35 
the E/F classes, offering a high degree of reliability under adverse conditions making it recommended for new = 3 = 
design applications. MS3106F14S-6 6 148-6 N 854049 58.63 
MS3106F16S-1P 7 16S-1 N 85C4055 66.51 
MS3106F 18-1P 10 18-1 N 85C4057 94.10 
MS3106F20-27P 14 20-27 N 85C4059 64.89 
MS3106F20-29P 17 20-29 N 85C4061 82.51 
> CONTINUED > > CONTINUED > 
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CIRCULAR CONNECTORS 


MS/STANDARD CYLINDRICAL 165 SERIES MINIATURE CIRCULAR CONNECTORS (CONT.) 
MIL-C-5015 TYPE CONNECTORS (CONT.) ae Seatne: <1 tenliation Price Each 
No. of Insert Insert Price Each Mfg. Part No. Contacts Type Type Stock No. 1-24+ 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-24+ Plug, Pin 
Straight Plug, Solder Pin, General Duty @ 165-9 12 Cable Moun! Solder 38F300 428.16 
MS3106A14S-7P 3 148-7 N 1133357 28.55 @ 165-29 14 Cable Moun Solder 38F316 = 
MS3106A14S-2P 4 148-2 N 03J5439 26.42 Plug, Socket 
MS3106A14S-5P 5 148-5 N 54H0146 35.51 @ 165-34 5 Cable Moun Solder 38F321 580.33 
MS3106A16S-8P 5 16S-8 N 09J9072 14.97 @ 165-14 9 Cable Moun Solder 38F305 135.26 
MS3106A14S-6P 6 148-6 N 03J5440 14.25 @ 165-10 12 Cable Moun Solder 38F301 515.61 
MS3106A16S-1P 7 16S-1 N 03/5441 21.77 @ 165-30 14 Cable Moun Solder 38F317 a 
MS3106A18-1P 10 18-1 N 035442 26.85 Receptacle, Pin 
MS3106A22-14P 19 22-14 N 09J9074 33.81 @ 165-35 5 Panel Mouni Solder 38F322 359.82 
Straight Plug, Solder Socket, Environmentally Sealed @ 165-15-1002 9 Cable Moun! Solder 40F010 611.88 
MS3106E10SL-4S 2 10SL-4 N 34H5317 30.80 @ 165-15 9 Panel Mount Solder 38F306 228.68 
MS3106E10SL-3S 3 10SL-3 N 34H5316 33.82 @ 165-11 12 Panel Mount Solder 38F302 361.82 
MS3106E14S-2S 4 148-2 N 34H5320 25.98 @ 165-31 14 Panel Mount Solder 38F318 = 
MS3106E18-11S 5 18-11 N 03/5449 64.81 @ 165-27 24 Panel Moun Solder 38F314 = 
MS3106E14S-6S 6 148-6 N 34H5322 30.63 Receptacle, Socket 
Straight Plug, Solder Socket, Environmentally Sealed, Lightweight @ 165-16 9 Panel Moun Solder 38F307 = 
MS3106R-10SL-4S 2 10SL-4 N 34H5379 107.30 @ 165-12 12 Pane! Mount Solder 38F303 5 
MS3106R10SL-3S 3 10SL-3 N 34H5390 125.24 @ 165-28 24 Panel Mouni Solder 38F315 354.35 
MS3106R-18-1S 10 18-1 N 34H5388 101.42 PIM_8235 
Straight Plug, Solder Socket, Environmentally Sealed w/ Strain Relief ee 
MS3106F10SL-4S 2 10SL-4 N 85C4064 72.28 
MS3106F10SL-3S 3 10SL-3 N 85C4063 74.31 labor LE iaeed ete RS Am phenol ‘a 
et hee industrial 
MS3106F14S-7S 3 148-7 N 85C4052 63.52 @ First Mate, Last Break Capability 
MS3106F16-10S 3 16-10 N 854054 | 91.22 @ Class IP67 Protection In Mated Condition 0 310241 81pp Gee tinpian 
® Conform to European Safety Standards Available 
MS3106F14S-2S 4 148-2 N 8504046 59.03 © Standard Black Zinc Plating 
MS3106F14S-5S. 5 148-5 N 85C4048 59.13 © CE Compliant C € 
MS3106F14S-6S 6 148-6 N 85C4050 63.18 DL series Pre-Earth/First Mate Last Break (FMLB) 
MS3106F16S-18 i 1884 H gsca0S6 [7467S otete cout fom the ground cma Wo Te 
MS3106F18-1S 10 18-1 N 8504058 103.12 shell is a safety requirement. Offered in straight 
MS3106F20-27S 14 20-27 N 85C4060 400.08 plug and box mount receptacle styles. Main joint 
S3106F20-298 i 20-28 N gsca0s2 [701.04 Siperor moisture sealing, Cettfed 10 European 
Straight Plug, Solder Socket, General Duty safety standards for use in factory automation, machine tool, and process control applications. Meet MIL-C-5015 
MS3106A10SL-4S 2 10SL-4 N 54H0144 21.44 dimensions and performance where applicable. 
MS3106A12S-3S 2 128-3 N 09/9070 33.48 No. of Insert liisert Price Each 
MS3106A10SL-3S 3 10SL-3 N 93B3279 20.88 Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-9+ 
MS3106A16-10S 3 16-10 N 54H0149 30.57 Box Mount Receptacle, Solder Pin 
MS3106A14S-2S 4 148-2 N 54H0145 31.24 DL3102A10SL-3P 3 10SL-3 N 3201456 27.38 
MS3106A14S-5S 5 148-5 N 54H0147 27.61 DL3102A18-10P 4 18-10 N 3201457 12.56 
MS3106A14S-6S 6 148-6 N 54H0148 38.62 DL3102A22-22P 4 22-22 N 32C1460 24.07 
MS3106A16S-1S 7 168-1 N 54H0150 21.34 DL3102A20-15P 7 20-15 N 3201459 = 
MS3106A18-1S 10 18-1 N 54H0151 53.10 DL3102A24-10P t 24-10 N 3201461 28.80 
MS3106A20-29S 17 20-29 N 0949073 35.30 Straight Plug, Solder Socket 
PIM_72835 DL3106A18-10S 4 18-10 N 39C3065 64.50 
ree rnhvn—Ollaao—y>yL @ DL3106A22-22S 4 22-22 N 39C3068 eae, 
DL3106A18-12S 6 18-12 N 39C3066 = 
165 SERIES MINIATURE CIRCULAR CONNECTORS = Amphenol® — Socsmontcs : oe : ee 
Industrial DL3106A24-10S 7 24-10 N 3903069 90.40 
Geena PIM_68746 
Available 
W ACA-B SERIES REVERSE BAYONET COUPLING Amphenol® 
CONNECTORS industrial 


@@@® 


ShellSize 10SL-8 128-3 145-5 
Contacts 3-416 #16 5416 


Contact Arrangements 
Mating Face View of Insert 


Miniature connectors are 1/3 the size and weight of standard MIL-C-5015 connectors with the same number © Quick positive coupling © High shock and vibration capabilities 

of contacts. Quick, positive bayonet coupling. O-ring seals in both plugs and receptacles make connectors © Waterproof © No locking required 

pressure proof and water protected when mated and meet MIL-C-5015, Class C pressure specifications. ACA-B series connectors with reverse bayonet coupling are manufactured in accordance with MIL-C-5015 and 

Contacts are copper alloy with gold over nickel plate. Inserts are diallyl phthalate. UL recognized. -1000 suffix VVG95234. Designed for commercial and industrial environments requiring a rugged bayonet style connector 

indicates potting construction. For receptacles, -1002 suffix indicates cable receptacle, otherwise it is for heavy duty power and signal applications. Resilient inserts provide high dielectric strength and moisture 

a square flange receptacle. barrier. Shell: aluminum alloy with cadmium-olive drab finish. Insert: neoprene. Contacts: copper alloy with 
— Pricoleach silver finish. Operating temperature: -55°C to 125°C. Electrical rating: 5A to 500A. Service rating: up to 

No. of Mounting Termination [Liat Tete | 400VDC. Mating cycles: 500. 

Mfg. Part No. Contacts Type Type Stock No. 1-24+ ACA3102E-B box mount receptacles are certified “E” Service Class, envrionmental resisting, with grommet seal 
Plug, Pin and strain relief backshell. Receptacle without threads for panel mounting includes four through mounting holes 
© 165-33 5 Cable Mount Solder 38F320 401.37 or optional metric holes. ACA3106E-B straight plugs are certified “E” Service Class environmental resisting, 

with grommet seal and strain relief backshell. Plug with cable clamp and telescopic bushing includes grommet 
@ 165-13 9 Cable Mount Solder 38F304 255.77 and grommet sleeve. 
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ACA-B SERIES REVERSE BAYONET COUPLING CONNECTORS (CONT.) 


No. of Insert Insert Price Each 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-9+ 
Box Mount Receptacle, Solder Pin 
ACA3102E20-7PB 8 20-7 N 81H6035 9.66 
Box Mount Receptacle, Solder Socket 
ACA3102E20-7SB 8 20-7 N 81H6036 ae 
ACA3102E20-27SB 14 20-27 N 81H6030 47.37 
Straight Plug, Crimp Pin 
ACA3106E18-11PB(F80) 5 18-11 N 81H6133 100.53 
Straight Plug, Solder Pin 
ACA3106E14S-5PB 5 148-5 N 81H6101 — 
Straight Plug, Solder Socket 
ACA3106E20-7SB 8 20-7 N 81H6162 110.38 
PIM_77851 
AMPHE-POWER™ (MIL-C-5015) CONNECTORS WITH Amphenol® 
RADSOK® TECHNOLOGY PEO 
16-12 
24-9 


Oe 


22-1 22-7 
32-5 


€@ 


28-6 22-22 


Amphenol now offers RADSOK® technology in MIL-C-5015 cylindrical connectors for high current applications. 
Featuring a flat stamped, hyperbolic twisted contact grid in the socket, a 50% increase in current rating is 
achieved. See table below. This allows smaller connectors with more power. Amphe-Power 5015 AC series 
are durable, field-proven cylindrical connectors derived from the MIL-C-5015 family and feature a threaded 
coupling with resilient neoprene inserts and single key/key polarization. Amphe-Power GT series are reverse 
bayonet coupling connectors with an audible, tactile and visual full mating feature. Neoprene inserts and heavy 
duty, rugged shells. More information on RADSOK technology available, go online or call. 


No. of Insert Insert Price Each 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-24+ 
Box Mount Receptacle, Crimp Pin 
ACC02E22-1P(025) 2 22-1 N 46M3782 59.49 
ACC02E24-9P(025) 2 24-9 N 46M3785 36.63 
ACC02E32-5P(025) 2 32-5 N 46M3788 101.53 
ACC02E20-19P(025) 3 20-19 N 46M3781 43.23 
ACC02E28-6P(025) 3 28-6 N 46M3786 53.09 
ACC02E22-22P(025 4 22-22 N 46M3783 84.09 


Straight Plug, Crimp Socket 


ACCO06E22-1R(025) 2 22-1 N 46M3794 48.90 
ACCO06E24-9R(025) 2 24-9 N 46M3797 78.10 
ACCO06E20-19R(025' 3 20-19 N 46M3793 81.19 
ACCO06E28-6R(025) 3 28-6 N 46M3798 101.17 
ACCO06E36-4R(025) 3 36-4 N 46M3801 ES 
ACC06E22-22R(025 4 22-22 N 46M3795 80.47 
ACCO06E36-5R(025) 4 36-5 N 46M3802 = 
PIM_84814 
Circular With Contacts 
No. of Insert Insert Price Each 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-24+ 
Straight Plug, Crimp Socket 
GTC06F20-19S(RDS)(025) 3 20-19 N 46M3817 131.16 
GTC06F22-22S(RDS)(025) 4 22-22 N 46M3819 272.40 
Wall Mount Receptacle, Crimp Pin 
GTC03020-19P(025) 3 20-19 N 46M3805 58.37 
GTC03036-4P(025) 3 36-4 N 46M3813 80.66 
GTC03022-22P(025) 4 22-22 N 46M3807 54.80 
PIM_5518445, 
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CIRCULAR CONNECTORS 


PT02 SERIES (MS3112) BOX MOUNT Amphenol® 
RECEPTACLES , er Industrial 
These environment-resistant miniature receptacles offer 
the same quality features as PT00 series miniature 
general-duty wall mount receptacles, except these 
receptacles have box mount design. Meet MIL-C-26482 
specifications. Service Class ‘A” designates general duty 
back shell. Service Class ‘E’ designates environmental 
resisting open wire seal with 
grommet and nut. Order general-duty backshells 
separately. Go online or call. 
No. of Insert Insert Price Each 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-24+ 
Box Mount Receptacle, Solder Pin 
PT02A8-2P 2 8-2 N 35H4698 49.53 
PT02A-12-3P 3 12-3 N 35H4678 Phil 
PT02A8-3P 3 8-3 N 91B8430 16.21 
@ PT02A-8-4P 4 8-4 N 54H0161 16.79 
PT02A-14-5P 5 14-5 N 54H0154 30.12 
PT02A-10-6P 6 10-6 N 54H0152 20.71 
PT02A-16-8P 8 16-8 N 54H0156 9.74 
PT02A-12-10P 10 12-10 N 85C4744 = 
PT02A14-12P 12 14-12 N 54H0499 22.82 
PT02A14-15P 15 14-15 N 35H4685 9.33 
PT02A-14-19P 19 14-19 N 54H0153 31.05 
Box Mount Receptacle, Solder Pin, Environmental Resistant 
PT02E12-3P 3 12-3 N 95F1731 18.96 
PT02E8-3P 3 8-3 N 85C4351 12.59 
PT02E-8-4P 4 8-4 N 95F1727 19.03 
PT02E10-6P 6 10-6 N 95F1729 24.60 
PT02E12-8P 8 12-8 N 54H0163 15.77 
PT02E-16-8P 8 16-8 N 95F1739 32.83 
PT02E12-10P 10 12-10 N 95F1733 18.06 
PT02E14-12P 12 14-12 N 90B2117 19.05 
PTO2E-14-19P 19 14-19 N 95F1737 24.44 
Box Mount Receptacle, Solder Socket 
PT02A-8-2S 2 8-2 N 35H4699 14.16 
PT02A-8-4S 4 8-4 N 54H0162 17.19 
PT02A10-6S 6 10-6 N 88F2889 23.46 
PT02A-16-8S 8 16-8 N 54H0157 36.52 
PT02A-12-10S 10 12-10 N 97B4228 28.19 
PT02A14-12S 12 14-12 N 35H4684 39.18 
PT02A14-19S 19 14-19 N 35H4689 33.48 
Box Mount Receptacle, Solder Socket, Environmental Resistant 
PT02E12-3S 3 12-3 N 95F1732 19.83 
PT02E8-4S 4 8-4 N 95F1728 11.48 
PT02E-10-6S 6 10-6 N 95F1730 26.82 
PTO2E-16-8S 8 16-8 N 95F1740 40.40 
PT02E12-10S 10 12-10 N 95F1734 21.00 
PTO2E-14-12S 12 14-12 N 54H0164 41.98 
PTO2E-14-19S 19 14-19 N 95F1738 30.73 
PT02E16-26S 26 16-26 N 95F1742 46.02 
PIM_8206 
PT-SE AND MS/PT-SE (MIL-C-26482) SERIES Amphenol® 
CRIMP-TYPE BOX — ; ~~ —~industrial 
MOUNT RECEPTACLES 


PT02SE 
PT-SE and MS/PT-SE series crimp-type miniature box mount receptacles provide performance and versatility 
needed for applications demanding high-reliability and crimp removable contacts. Rear-insertable/front-release 
crimp contacts are held in position by an MS approved, spring tower retention system. MS/PT-SE series 
is qualified to MIL-C-26482, Series 1 and has all the same design characteristics and quality of the PT-SE 
series. Both series feature corrosion-resistant, electrically conductive cadmium-plated finish with an olive drab 
chromate after-treatment. Shell components are aluminum. Dependable 5-key/keyway polarization with bayonet 
lock coupling provides positive mating with no chance of cross-plugging. Spring tension provided by a wave 
washer in the coupling nut provides maintenance of interfacial seal between mating halves. Both the insert 
and main joint gasket are molded from resilient neoprene, providing excellent moisture sealing at the gasket 
and superior electrical isolation of the contact in the insert. Both pins and sockets are machined from a copper 
alloy and are gold-plated to eliminate contact corrosion and offer an indefinite shelf life. Socket contacts are a 
closed entry design. Both series feature environmental-resistant, open-wire sealing with nut and grommet for 
moistureproofing individual wires. PT-SE and MS/PT-SE series are intermateable and intermountable with all 
existing miniature cylindrical series connectors, except for the threaded coupling PC series. 
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PT-SE AND MS/PT-SE (MIL-C-26482) SERIES PTOGA AND PTO6W SERIES (MS3116) STRAIGHT PLUGS (CONT.) 


CRIMP-TYPE BOX MOUNT RECEPTACLES (CONT.) PTO6A-14-19S(SR) 49 44-19 N 35H4729 64.41 
No. of Insert Insert Price Each PIM_8207 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-9+ 
Box Mount Receptacle, Crimp Pin 
e e PTOGE (MS3116) AND PTOGP SERIES STRAIGHT Ampvhenol® 
PT02SE12-3P 3 12-3 N 85C4357 90.32 p 
PTO2SE-10-6P 6 10-6 N 85C4353 76.51 PLUGS WITH OR WITHOUT Industrial 
PT02SE16-8P 8 16-8 N 25K9590 fal EN RONMENT RESISTANT 
s . ua STRAIN RELIEF CLAMP es 
PT02SE20-16P 16 20-16 N 54H0169 106.94 ES is 
PT02SE14-19P 19 14-19 N 85C4359 116.34 RS Gee tinoiat 
PT02SE16-26P 26 16-26 N 85C4360 81.21 Rg Available 
PIM_72833 Bs 
Li Zi 
g 
A 
PTOGA AND PTO6W SERIES (MS3116) STRAIGHT Amphenol Z 
PLUGS \ Industrial Meet MIL-C-26482 specifications. 
RoHS Feature environmental-resisting open wire seal with grommet and nut. 
Gazer No. of Insert Insert Price Each 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-24+ 
Straight Plug, Solder Pin, Strain Relief 
PTOGE-12-3P(SR) 3 12-3 N 95F1671 36.40 
PTO6E8-3P(SR) 3 8-3 N 85C4377 43.77 
PTO6E-14-5P(SR) 5 14-5 N 95F1674 55.20 
PTOGE-10-6P(SR) 6 10-6 N 95F1670 29.23 
These miniature general-duty straight plugs have twice the number of contacts in half the space of a standard PTOGE-12-8P(SR) 8 12-8 N 54H0177 80.55 
connector. Meet MIL-C-26482 specifications. Feature 5-key/keyway polarization with quick positive 3-point PTOGE-16-8P(SR) 8 16-8 N 95F1677 65.40 
bayonet lock coupling system to provide positive mating without cross-plugging. Aluminum shell with corrosion- = 
resistant, electrically conductive cadmium-plated finish with olive drab chromate after-treatment. Pin and socket PTOGE-12-10P(SR) 10 12-10 N 95F1673 35.12 
solder contacts machined from low-loss copper alloy, gold-plated to eliminate corrosion. Socket contacts are PTO6E-20-16P(SR) 16 20-16 N 54H0179 74.69 
Fecha Hoes fr esta hearer a SOE cable ri ; order separately online or call PTeE 1a SF Sh) . dsl q eh wee 
7 aia PTOGE-16-26P(SR) 26 16-26 N 95F1679 | 50.47 
aceh ae * Hach a ane ee PTO6E18-32P(SR) 32 18-32 N 8504373 es 
A i i 5 24+ 7 
Straight . a C ° Fi ao “an ov ae Straight Plug, Solder Socket 
rer " 6 10-6 N 74K1731 ELoEp SS a ane ase 
PTOSSE16.26P-SR 26 16-26 N erie: BIGESS 1046 N 35H4744 | 31.21 
: = tes PTOGE-14-19S 19 14-19 N 3501189 27.25 
Straight Plug, Crimp Socket = = = 
BTUEREIDASIGR 3 D3 N 3100075 aE Straight Plug, Solder Socket, Strain Relief 
Straight Plu Baller Pin ; PTOGE-12-3S(SR) 3 12:3 N 95F1672 36.93 
: 7 PTO6E-8-3S(SR) 3 8-3 N 91B8428 79.82 
PTO6A-8-4P 4 8-4 N 93F9341 15.55 
PTO6A-10-6P 6 10-6 N 93F9343 41.97 PTOGE-B4S(SR) ‘ S wineibd aE 
: PTOGE-10-6S(SR) 6 10-6 N 50F7848 46.03 
PTO6A-12-8P 8 12-8 N 35H4720 44.55 
PTOBAIG-EP 3 168 N 93F9355 PTO6E12-8S(SR) 8 12-8 N 54H0178 51.61 
ace PTOGE12-10S(SR) 10 12-10 N 50F7849 | 42.95 
PTO6A12-10P 10 12-10 N 93F9349 32.88 
STOBATAAae 2 rv) N 0101999 aur PTO6E14-12S(SR) 12 14-12 N 35H4759 73.48 
BTOSATAAEP 15 Ta5 N 996882 a PTO6E20-16S(SR) 16 20-16 N 35H4776 96.30 
= mae 19 14-19 N 93F9353 FASB PTO6E14-18S(SR) 18 14-18 N 35H4761 47.02 
PTOGA-16-26P 26 16-26 N 93F9357 47.56 eee = a oe ine) 
Strai epi , Solder Pin, Strain Relief - PTO6E-16-26S(SR) 26 16-26 N 50F7851 90.83 
ralgh 9, sorcerer’ PT06E22-555(SR) 55 20-65 N 1901958 am 
PT06A12-3P(SR) 3 12-3 N 35H4717 36.80 
PTO6A-8-3P(SR) 3 8-3 N 35H4739 12.16 PIM_8208 
PTO6A-12-4P(SR) 4 12-4 N 35H4718 44.90 
PTOGAB-AP(SR) 4 wi N coHizieimlisaea PT-SE, MS/PT-SE (MIL-C-26482) AND PT-SP SERIES ~Amphenol® 
PT06A10-6P(SR) 6 10-6 N 35H4716 35.76 CRIMP-TYPE STRAIGHT PLUGS Industrial 
PTO6A-12-8P(SR) 8 12-8 N 25C5580 51.86 B 
PT06A12-10P(SR) 10 12-10 N 90B4295 52.16 C | 
PTO6A-14-12P(SR) 12 14-12 N 35H4723 43.23 i B 
PTO6A-14-15P(SR) 15 14-15 N 35H4725 46.02 A 
@ PT06A14-19P(SR) 19 14-19 N 35H4728 44.20 
Straight Plug, Solder Socket =o 
PTO6A-12-3S 3 12-3 N 9203689 29.37 0.640" pin contacts 
PTO6A-8-4S 4 8-4 N 35H4741 31.02 0.579" socket contacts 
PTO6A14-5S 5 14-5 N 93F9352 24.08 PT-SE and MS/PT-SE series crimp-type miniature straight plugs provide performance and versatility needed 
PTO6A-10-6S 6 10-6 N 93F9344 20.99 for applications demanding high reliability and removable crimp contacts. Rear-insertable/front-release crimp 
7 contacts are held in position by an MS-approved spring tower retention system. MS/PT-SE series is qualified to 
PTOGA1Z-88 8 128 N 39588) 25.37 MIL-C-26482, Series 1 and has all the same design characteristics and quality of the PT/SE series. Both series 
PTO6A16-8S 8 16-8 N 93F9356 35.74 feature a corrosion-resistant, electrically conductive cadmium-plated finish with an olive drab chromate after- 
PT06A12-10S 10 42-10 N 93F9350 38.04 treatment. Shell components are aluminum. Dependable 5-key/keyway polarization with bayonet lock coupling 
provides positive mating with no chance of cross-plugging. Spring tension supplied by a wave washer in the 
PTOGA14-19S 19 14-19 N 939354 35.94 coupling nut provides maintenance of interfacial seal between mating halves. Both the insert and main joint 
PTO6A-16-26S 26 16-26 N 93F9358 54.39 gasket are molded from resilient neoprene providing excellent moisture sealing at the gasket and superior 
Straight Plug, Solder Socket, Strain Relief electrical isolation of the contact in the insert. Both pins and sockets are machined from a copper alloy and 
: : 2 3.2 N 35H4738 are gold-plated to eliminate contact corrosion and offer an indefinite shelf life. Socket contacts are a closed- 
PTO6A8-2S(SR) é 43.66 entry design. Both series feature environmental-resistant strain relief clamp and grommet for moistureproofing 
PTO6A12-3S(SR) 3 12-3 N 26C2969 32.41 individual wires while providing added wire bundle support. PT-SE and MS/PT-SE series are intermateable 
PTO6A-8-38(SR) 3 8-3 N 1302693 49.45 and intermountable with all existing miniature cylindrical series connectors; except for the threaded coupling 
= PC series. 
PTO6A8-4S(SR) 4 8-4 N 54H0176 29.35 Turret heads and other termination tools are available; go online or call. 
@ PT0GA14-5S(SR) 5 14-5 N 35H4731 19.87 
PTO6A10-6S(SR) 6 10-6 N 54H0174 46.02 
PT06A12-10S(SR) 10 12-10 N 54H0175 32.80 
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PT-SE, MS/PT-SE (MIL-C-26482) AND PT-SP SERIES CRIMP-TYPE 
STRAIGHT PLUGS (CONT.) 


No. of Insert Insert Price Each 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-24+ 
Straight Plug, Crimp Pin, Strain Relief 
PTO6SE10-6P(SR) 6 10-6 N 85C4379 80.24 
PTO6SE12-10P(SR) 10 12-10 N 85C4381 97.92 
PTO6SE14-19P(SR) 19 14-19 N 85C4385 114.42 
PTO6SE16-26P(SR) 26 16-26 N 85C4386 101.79 
PTO6SE18-32P(SR) 32 18-32 N 85C4389 = 
Straight Plug, Crimp Socket, Strain Relief 
PTO6SE12-3S(SR) 3 12-3 N 85C4384 48.94 
PTO6SE-10-6S (SR) 6 10-6 N 85C4380 50.81 
PTO6SE12-10S(SR) 10 12-10 N 85C4382 = 
PTO6SE16-26S(SR) 26 16-26 N 85C4387 127.03 
PTO6SE18-32S(SR) 32 18-32 N 85C4390 176.79 
For Use Price Each 
Mfg. Part No. Description With StockNo.| 1+ 
M22520/1-01 | Crimp Tool Frame | Turret head, positioner or universal head | 90B3914 573.00 


PIM_72834 
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© Fluid resistant insert 


OO 


10SL-4 


168-1 


RoHS 
Compliant 
Available 


NOTE AMPHENOL | 2 ‘ i in. 
CONNECTORS >Use i ean ong le 
Amphenol Tuchel Electronics, GmbH No. of Insert Insert Price Each 
Mfg. Part No. Contacts Argmt. Rotation StockNo. |  1-4+ 
Straight Plug, Crimp Pin 
0.607" 0.708" 0.819" 0.819" 0.933" MS3456W10SL-4P 2 10SL-4 N 25K8705 64.32 
Insert Configurations (Max. Dia. Shown) MS3456W10SL-3P 3 40SL-3 N 29K6372 51.89 
MS3456W20-19P. 3 20-19 N 18M6701 195.21 
Receptacle ping MS3456W16-9P 4 16-9 N 48K2917 95.85 
@ |P65 Rated (Water-Resistant) Directions RoHS | MoohneW22-22F s ee N peevizg ZA020 
© Dust-Tight, Protected Against Jets From Any Getimoian MS3456W18-11P 5 18-11 N 48K2918 157.69 
Available MS3456W20-14P 5 20-14 N 25K8727 = 
44 series high-performance environmentally-sealed connectors feature a resilient , \-piece design incorporating MS3456W24-12P 5 24-12 N 25K8766 175.45 
ee ee ee iia 5m [ Nw )sekanz9 
0.080” to 0.130” [2.03mm to 3.30mm]). Santoprene thermoplastic rubber housing. Ideal for auto/truck, marine, MS3456W20-22P 6 20-22 N 10M8773 337.43 
industrial, traffic control, security, and | mining ventilation systems. Voltage rating: 250VACrms. Current rating: 8A MS3456W28-22P 6 28-22 N 59M6544 264.98 
continuous. Temperature range: -40°C to +125°C. Order tooling separately below. MS3456W16S-1P 7 16S N 76K2781 mage 
No. of Mounting | Termination HeficslEach MS3456W22-23P 8 22-23 N 74N3802 | 182.09 
Mfg. Part No. Contacts Type Type Stock No. 1-24+ MS3456W24-11P 9 ETI N 25K8762 Gan 
Flu. Fin 2 Cable M Ch IFITI5 MS3456W18-1P 10 18-1 N 25K8719 174.78 
01050 a a eT 
- MS3456W28-21P 37 28-21 N 25K8778 457.76 
@ 044-103-10004 4 Cable Mouni Crimp 61F1726 — . 
© 044-103-1005 5 Cable Moun Crimp G1F1745 a Straign Pg, ramp Socket 
© 044-103-10006 6 Cable Mount Crimp GIFI712 = SNSHSEWIISESS : tees x sbTze25 bind 
Receptacle, Socket SS MSSEN IG I0S ; — - a eles 
2 - MS3456W20-19S - 274.92 
@ 044-104-10003-02 3 Cable Moun\ Crimp 61F1706 a MSSAEGW16.05 r 169 i aKsens = 
gottsantar [—¢—[ eaebt [ ome ome |= sysestas | + [a | wo) a 
5 MS3456W20-14S 5 20-14 N 25K8728 = 
@ 044-104-10006-02 6 Cable Moun' Crimp 61F1749 = MSSASGW24105 F AAD r DEKaTET Tare 
For Use Price Each MS3456W32-1S 5 32-1 N 25K8785 = 
Mfg. Part No.| Description With Stock No. 1+ @ MS3456W20-22S 6 20-22 N 3872941 99.60 
356-260 Extraction Tool Amphenol 44 Series Socket Contacts 61F1724 eee MS3456W28-22S 6 28-22 N 25K8783 225.72 
356-259 Extraction Tool Amphenol 44 Series Pin Contacts 61F1754 ene MS3456W16S-1S 7 16S-1 N 25K8711 134.44 
357-588 Hand Crimp Tool| Amphenol 44 Series 18-14AWG Circular) 61F1702 a= MS3456W24-10S 7 24-10 N 34H3345 323.48 
insertion Amphenol 44 Si a Socket C 61F1703 MS3456W22-23S 8 22-23 N 37J0768 — 
356-258 Insertion Too! mpheno! ‘eries Pin & Socket Contacts = NISSAEEW24115 9 yey 7 DERSTES = 
dire MS3456W18-18 10 161 N 25K8721__| 233.46 
@ MS3456W20-27S 14 20-27 N 3872945 69.94 
Circular Without Contacts MS3456W24-28S 24 24-28 N 25K8769 | 417.12 
No. of Mounting Price Each MS3456W36-7S 47 36-7 N 50M9288 = 
Mfg. Part No. Positions Type Stock No. 1-24+ Wall Mount Receptacle, Crimp Socket 
Receptacle, Socket MS3450W10SL-4S 2 10SL-4 N 33K9995 = 
@ 044-104-10002-02 2 Positions Cable Mount 61F1700 = MS3450W10SL-3S 3 10SL-3 N 31K4578 = 
PIM_5511577 MS3450W20-19S 3 20-19 N 62K3741 = 
MS3450W20-14S 5 20-14 N 25K8485 ae 
MATRIX MIL-DTL-5015 CIRCULAR CONNECTORS MS3450W24-128 5 24-12 N 31K4602__ | 233.74 
Am phenol MS3450W32-1S 5 32-1 N 16M1188 = 
Aerospace MS3450W20-22S 6 20-22 N 31K4590 = 
MS3450W28-22S 6 28-22 N 25K8517 395.80 
MS3450W16S-1S 7 16S-1 N 25K8482 = 
MS3450W24-10S 7 24-10 N 31K4596 427.81 
MS3450W22-23S 8 22-23 N 25K8508 a 
MS3450W24-11S 9 24-11 N 31K4600 = 
> CONTINUED > > CONTINUED > 
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CIRCULAR CONNECTORS 


MATRIX MIL-DTL-5015 CIRCULAR CONNECTORS (CONT.) MATRIX® MIL-C-26482 SERIES 2 MINIATURE CIRCULAR CONNECTORS 
No. of Insert Insert Price Each (CONT) 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ No. of Insert Insert Price Each 
Wall Mount Receptacle, Crimp Socket Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ 
MS3450W20-27S 14 20-27 N 25K8494 = Straight Plug, Crimp Socket 
MS3450W24-28S 24 24-28 N 31K4611 416.10 @ MS3476L20-16S 16 20-16 N 31W6945 109.38 
MS3450W28-21S 37 28-21 N 48K2874 630.91 @ MS3476L14-18S 18 14-18 N 31W6807 69.90 
MS3450W36-7S 47 36-7 N 01M5482 —_ MS3476W14-18S 18 14-18 N 31W7327 = 
PIM_179663 MS3476W14-19S 19 14-19 N 3873031 = 
ed @ MS3476L16-26S 26 16-26 N 3873019 — 
MATRIX® MIL-C-26482 SERIES 2 MINIATURE A h I pda eo cts = 
CIRCULAR CONNECTORS m p en Oo Straight Plug, Crimp Socket, RFI grounding fingers 
Aerospace MS3475W12-3S 3 12-3 N 3873001 40.80 
RoHS MS3475W10-6S 6 10-6 N 3872999 33.30 
Gop tinaian MS3475W12-8S 8 12-8 N 31W8278 — 
Wall Mount Receptacle, Crimp Pin, Narrow flange 
MS3470W14-4P 4 14-4 N 3872980 46.16 
MS3470W12-10P 10 12-10 N 3872976 35.93 
MS3470W14-12P 12 14-12 N 3872978 57.50 
Wall Mounting Receptacle Jam Nut Receptacle Straight Plug MS3470W14-18P 18 14-18 N 31Wo774 65.79 
with Narrow Flange Wall Mount Receptacle, Crimp Pin, Wide flange 
@ Medium size rugged aluminum shells damage to front that might affect sealing MS3472W16-26P 26 16-26 N 31W2503 95.77 
; Available in three fluid-resistant finishes e Contacts are qualified to SAE AS39029 Wall Mount Receptacle, Crimp Socket, Narrow flange 
Environmentally resistant requirements 
® Quick positive 3-point bayonet coupling system © Contact sizes: 20 (24-20AWG), 16 (20-16AWG) MS3470W12-3S 3 12-3 N 48K2978 53.41 
e Visual confirmation of complete coupling and 12 (14-12AWG) ; MS3470W8-33S 3 8-33 N 60K6623 = 
a | ueeones Ce = ZT 
@ Insertion/removal of contacts from rear eliminates connector MS3470W10-6S 6 10-6 N 25K8932 47.03 
Matix® MIL-C-26482, Series 2 miniature circular connectors feature a bayonet coupling with crimp rear MS3470W16-8S 8 16-8 N 31W0818 — 
insertable, Tear releasable pin or socket contacts. Durable aluminum shells with corrosion-resistant olive drab MS3470W18-8S 8 48-8 N 31K4714 = 
ee a  *emanente a TZ 
level. Operating temperature range: -65°C (-85°F) to 200°C (392°F). MS3470W14-12S 12 14-12 N 60K6614 eS 
Two of | Insert. | Inset | +*(PriceEach” MS3470W14-15S 15 14-15 N 60K6616 67.65 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ MS3470W14-18S 18 14-18 N 31W0784 64.04 
Cable Mount Receptacle, Crimp Socket @ MS3470L14-19S 19 14-19 N 3872972 71.83 
MS3471W14-15SX 15 14-15 Xx 31W4071 89.63 MS3470W14-19S 19 14-19 N 3872979 38.69 
Jam Nut Receptacle, Crimp Pin MS3470W18-32S 32 18-32 N 25K8944 127.82 
MS3474W14-4P 4 14-4 N 31W5621 5 MS3470W20-41S 41 20-41 N 25K8954 =e 
Jam Nut Receptacle, Crimp Socket MS3470W22-55S 55 22-55 N 1146532 ene 
MS3474W12-3S 3 12-3 N 31W5570 45.60 Wall Mount Receptacle, Crimp Socket, Wide flange 
@ MS3474L10-6S 6 10-6 N 31W5034 55.02 MS3472W12-3S 3 12-3 N 31W2296 os 
MS3474W10-6SW. 6 10-6 Ww 31W5552 81.41 MS3472W8-33S 3 8-33 N 31W2239 71.51 
MS3474W14-12S 12 14-12 N 31W5677 95.54 PIM_195489 
MS3474W14-18S 18 14-18 N 31W5717 94.10 
Steen UG emp En CONTACTS FOR MIL-DTL-26482 SERIES ed 
@ MS3476L14-4P 4 14-4 N 3873018 56.34 ILCONNECTORS =, TE 
MS3476W14-4PW 4 14-4 Ww 31W7233 62.64 connectivity DEUTSCH 
MS3476W16-8P 8 16-8 N 31W7352 ae 
@ MS3476L18-8P 8 18-8 N 3873021 77.18 
MS3476W12-10P 10 12-10 N 3873027 46.97 | 
MS3476W14-12P 12 14-12 N 31W7279 70.19 ' { 
MS3476W14-15P 15 14-15 N 15M9835 = 
@ MS3476L14-15P 15 14-15 N 31W6784 55.38 
MS3476W20-16P 16 20-16 N 25K9172 100.11 ‘ 
@ MS3476L14-18P 18 14-18 N 31W6801 ae f 1 
MS3476W14-19P. 19 14-19 N 3873029 50.99 e / \ 
MS3476W14-19PW 19 14-19 Ww 38T3030 eat 
MS3476W20-41P. 4 20-41 N 25K9182 97.16 
@ MS3476L22-55P 55 22-55 N 3873022 96.81 AWG AWG Contact Price Each 
MS3476W24-61P. 61 24-61 N 48K3100 — Mfg. Part No. Max Min Plating Stock No. 1-9+ 
Straight Plug, Crimp Pin, RFI grounding fingers Crimp, Pin 
MS3475W14-4P 4 14-4 N 31W8302 @ M39029/4-113 12AWG 14AWG Gold Plated Contacts 61R9112 2.58 
MS3475W10-6P 6 10-6 N 31W8237 @ M39029/4-111 16AWG 20AWG Gold Plated Contacts 61R9110 0.84 
MS3475W12-8P 8 12-8 N 31W8270 = @ M39029/4-110 20AWG 24AWG Gold Plated Contacts 61R9109 0.83 
MS3475W14-12P 12 14-12 N 31W8349 = Crimp, Socket 
@ MS3475L14-19P 19 14-19 N 31W7879 — @ M39029/5-118 12AWG 14AWG Gold Plated Contacts 61R9116 2.66 
MS3475W14-19P. 19 14-19 N 31W8398 - @ M39029/5-116 16AWG 20AWG Gold Plated Contacts 61R9114 1.12 
Straight Plug, Crimp Socket @ M39029/5-117 20AWG 24AWG Gold Plated Contacts 61R9115 = 
MS3476W12-3SY 3 12:3 Y 31W7194 34.99 PIM_166294 
MS3476W8-33S 3 8-33 N 3873039 36.87 
MS3476W14-4S 4 14-4 N 3873032 59.24 
MS3476W14-5S 5 14-5 N 3873033 45.16 
@ MS3476L10-6S 6 10-6 N 3873015 32.81 
MS3476W10-6S 6 10-6 N 3873026 32.28 
MS3476W12-8S 8 12-8 N 31W7206 — 
MS3476W14-12S 12 14-12 N 31W7288 71.21 
> CONTINUED > 
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D38999 camlly Features and Benfits 


fe = [30 [-65¢-200'6 | 800 gles min_| 50 miconces got Mi | 100% scoop 
ei ed Low Profile | 3 [3 point bayonet bayonet psa = NRG 200°C 500 500 cycles m min | 50 microinches gold | Min attenuation 45db* a 


*Plug can be ordered with grounding fingers to improve shielding properties 


Ordering Guide for D38999 Series | 


COMMERCIAL LJTOOR E 25 - 35 
MILITARY MS27466 25 B 35 


<< Shell type 5 Military Finish Variation 
salle blll Standard BENE Cadmium over Nickel a 


LJTPQOOR weaves Wall Mount ee (Rear Mounting) : 
sae Electroless Nickel (coro) 


LJTPO2R S27505 feel rep (Rear Mounting) 


LJTO7R MS27468 | Jam na 
LUT atic/ ) 


LJTO7Y MS27470 Jam Mat re Fest 


EX Cadmium plated nickel base (150°C) (SR) 
)| Olive Drab Cadmium plate nickel b: 75°C) | (386) 
(023) Electroless Nickel (200°C) (424) 


ating (Alumlite) (200°C) 


Mir , 
E E r environmental ( )plicatior ‘ r (011) Chromate treated (Iridite 14-2) (344) 


ns SE ao Boot eT with spacer ait 
" Nické ; ; SR=Strain Relief 
Olive Drab Cadmium Plating Ground Plane A Mm h e Nn O | 
Aluminum uaa 


Ordering Guide for D38999 Series III 


COMMERCIAL/ TVP06 RW 25-35 P N 
COMPOSITE CVP06 
MILITARY D38999/26 W J35 P N 


Bae e 


Commercial/Composite # “Code | Numbers are listed under 
Military — Letter each diagram in the Insert Chart 
CTVO6R TVPOER [__038999/26 si Cable ri 7 ae 
| —— 


Commercial/Composite Military Composite Only 


RF 
Standard Corrosion Resistant Olive Drab Cadmium Plating Aluminum (500 Hrs. Salt Spray 175°C) J— Socket (1500 Cycle) 
bes | Keying 


Special Electroless Nickel plated Ground Plane Aluminum (200°C) N= Normal 
A,B, C, D, or E 


Special Nickel Plated Stainless Steel, EMI, (500 Hrs. salt spray 200°C) (Non-Hermatic) 
mium Composite C) Hrs. Dynamic Sal 


Standard Electroless Nickel Plate Composite, (200°C) (2000 Hrs. Dynamic Salt Spray) 


Special Olive Drab Cadmium Plated Plated Ground Plane Composite, (175°C) 
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Ordering Guide for D38999 Series II 
COMMERCIAL JTOOR E 24 ~ 35 P N (014) 
MILITARY MS27472 E 24 B 35 P N 


Shell type Military Finish Variation 
Commercial Military Description Standard Cadmium over Nickel (150°C N-Normal A.B.C or D 


JTOOR Ms a 
Ses = Uld ) rr 


JTPQOOR MS27497 — Wall Mount Receptacle (Rear Mounting) - 7 aan Samant 
TR TF Box Mo - Electroless Nickel (200°C) = 3 ol 
508 Box Mount Receptacle (Rear Mounting) : ‘ d Finish Sutfix Finish Finish + (SR) Suffix 


val arounding F Cadmium plated nickel base (150°C) (SR) 
3 (175°C) 


JTO6R = MS27473 _ Straight Cable Plug 5 Insert Number forsee) 
—TFrosR j 3 Shell Size Configuration 


- ) 
= a= : ‘ 8, 10, 12, 14, 16, Code Numbers are listed under (023) Electroless Nickel (200°C) (424) 
|_TO7R 18, 20, 22, 24 h diagram in the Insert Chart el 5 = i 


(011) Chromate treated (lridite 14-2) (344) 
77 


JTO7Y = MS27477 Jam c) SR=Strain Relief 
JTIY MS27478 Solder Mount Receptacle (Hermetic) 
Commercial | itary 


Jam Nu I Mounting Dim)} 


c) 


JTOOY = MS27475 Wall Mount Receptacle (Hermeti 


h e n @) | | P| P| Potting Boot (Supplied with spacer grommet) 
GF N/A Nickel 


—_—_————_ Olive Drab Cadmium Plating Ground Plane Aluminum (175°C) 


Aerospace |= 


T qT Env ies. 


D38999 Series II (VIEW OF MATING FACE OF PIN INSERT) 
3 Contacts 5 Contacts 6 Contacts (Cont.) 7 Contacts 8 Contacts (Cont.) 12 Contacts 


A 
SO 


©B 


8-98 3#20 8-35 6#22D 
Ae 
oP ©, Poa. & 
@, BD @ De Cc 
12-3 3#16 14-5 5#16 10-98 6#20 
4 Contacts 6 Contacts 
@a 
@p B@ 
® 
Cc 16-6 6#12 
12-4 4#16 8-6 6#22M 14-68 8#16 10-13 13#22M 


Commercial Only 


18-11 11#16 
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D38999 Series | and III (VIEW OF MATING FACE OF PIN INSERT) 
3 Contacts 6 Contacts (Cont.) 13 Contacts (Cont.) 29 Contacts 55 Contacts 85 Contacts 


CA 


©B 
23-2 85#22 Serieslonly 
100 Contacts 


eeeeee ce 
eeeeeeed 


A9-98 3#20 
4 Contacts 


e 2 
@= ogo 
O85 og? oO 


@a bi 
@p B® ce 
®, ee 
C 13-4 4#16 
5 Contacts C 13-8 8#20 
oe 
E A P 016 
oa) = bs uf 
D, B Dex ro 
e ce & &/ sis eee 
2 os oss/ | 25-2 100#22 Serieslonly 
B11-5 5#20 BA ap : 128 Contacts 
10 Contacts 
& 
“D eS 
5) ee 
D15-5 5#16 
6 Contacts 
5O O7 
4.69 ea 
O 
O3 
9-6 6#22M Series | only 
©10 
460 2 
©, © 
©3 
A9-35 6#22D G 21-35 79#22D 


11-13 13#22M Serieslonly| J 25-24 12#16,12#12 | H 23-53 53#20 
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D38999 Series II, continued (VIEW OF MATING FACE OF PIN INSERT) 
15 Contacts 23 Contacts 32 Contacts 42 Contacts 61 Contacts 85 Contacts 


eee 


22-2 85#22 
100 Contacts 


14-18 18#20 


19 Contacts 


24-1 128#22M 
22-21 21#16 


22 Contacts 


24-4 48#20, 8#16 
20-41 41#20 20-1 79#22M 


12-35 22#22D 18-30 29#20, 1#16 


340 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


MIL-DTL-38999 SERIES III CIRCULAR 


CONNECTORS FOR PC BOARD APPLICATIONS 


Amphenol 
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CIRCULAR CONNECTORS 


MIL-DTL-38999, SERIES | LUT AND SERIES II JT 
SUBMINIATURE CIRCULAR CONNECTORS 


Amphenol 


Aerospace Aerospace 
z 
POBTALSTIONOUT 
| 
Le sone 
FORSZE16 CONTACTS 
019 + 001 DIA. Wall Mount Receptacle Box Mount Receptacle Jam Nut Receptacle Straight Plug 
FORSZE20 & 22D CONTACTS : 2 : : eo 
© Lightweight, space-saving design keyway polarization Getinpian 
ae © Quick positive coupling — 3-point bayonet lock © Gold-plated crimp pin or socket ‘Available 
system contacts 


© Mismating eliminated with dependable 5-key/ © For environmental applications 


MIL-DTL-38999, Series | LUT and Series Il JT subminiature circular connectors were developed to meet the 
needs of the aerospace industry, and provide the impetus for development of MIL-C-38999 specifications, which 


0) auaueian has been superseded by MIL-DTL-38999. Durable aluminum shells with olive drab cadmium-over-nickel plated 
rl finish except where noted (*) cadmium-plated nickel finish. Choice of gold-plated pin or socket crimp contacts 
j installed ororder housings without contacts separately below. 
| it oie sorb No. of Insert Insert Price Each 
seen Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ 
va Box Mount Receptacle, Crimp Pin - Contacts Not Supplied 
SHELL SIZES 1925— 870 MS27508E16B35P(LC) 55 16-35 N 3872784 — 
ia Jam Nut Receptacle, Crimp Pin - Contacts Not Supplied 
© Lightweight, compact, high density and high “_ © Designed for general duty as well as severe SIMSZPHSTIOASSEIEG) 13 Ie N Set) = 
reliability cylindrical environmental applications MS27468T15B35P(LC) 37 15-35 N 3872705 oe 
© Operating voltage to 900VAC (RMS) at sea level © Olive drab cadmium-plated connector shell Jam Nut Receptacle, Crimp Socket - Contacts Not Supplied 
: lai ats resistant © Red band indicates fully mated; blue band indi- @ MS27474T14B35S(LC) 7 14-35 N 3872732 es 
readed, quick coupling in one complete turn cates rear release contact retention system 
© Scoop-proof contact protection Straight Plug, Crimp Pin - Contacts Not Supplied 
No. of inca Price Each MS27484T14B35P(LC) 37 14-35 N 3872752 60.15 
Mfg. Part No. Contacts Argmt. Stock No. [19+ Straight Plug, Crimp Socket 
Jam Nut Receptacle, PCB Pin @ MS27484T10A35S 13 10-35 N 3872745 = 
88-569781-98P 3 9-98 96K1920 138.96 MS27467T15B35S 37 15-35 N 3872678 58.70 
88-569782-35P 13 41-35 60K7167 171.63 MS27473E16B35S 55 16-35 N 3872717 71.13 
88-569784-19P 19 15-19 96M6825 200.51 Straight Plug, Crimp Socket - Contacts Not Supplied 
88-569783-35P 22 13-35 97J4378 195.78 @ MS27484T10A35S(LC) 13 10-35 N 3872746 = 
88-569785-26P 26 47-26 74K2051 221.24 MS27467T15B35S(LC) 37 15-35 N 3872679 = 
88-569786-32P 32 19-32 05R0173 203.73 MS27473E16B35S(LC) 55 16-35 N 3872718 = 
88-569784-35P 37 15-35 974380 252.72 Wall Mount Receptacle, Crimp Pin 
88-569785-35P 55 17-35 97/4381 321.81 MS27656T15B35P 37 15-35 N 3872790 37.66 
88-569789-61P 61 25-61 05R0174 390.68 Wall Mount Receptacle, Crimp Pin - Contacts Not Supplied 
88-569787-35P 79 241-35 53M2372 429.26 MS27497T10A35P(LC) 13 10-35 N 3872763 = 
88-569789-35P 128 25-35 31K5995 539.58 MS27656T15B35P(LC) 37 15-35 N 3872791 = 
Jam Nut Receptacle, PCB Socket PIM_195493 
88-569782-35S 13 11-35 57K0352 288.42 
88-569783-35S 22 13-35 48K7151 404.33 . 
88-569784-35S 37 15-35 57K0356 505.53 New Prod ucts Ad d e d D al ly 
88-569785-35S 55 17-35 27M1426 701.47 
88-569786-35S 66 19-35 80K0671 851.23 See the newest Technologies and Suppliers at += newark.com/new-products 
88-569787-35S 79 21-35 30M7590 977.35 
88-569789-35S 128 25-35 82K5338 1494.06 
Wall Mount Receptacle, PCB Pin 
88-569761-98P 3 9-98 05R0168 150.79 
88-569764-18P 18 15-18 05R0169 191.43 
88-569764-19P 19 15-19 05R0170 199.40 
88-569763-35P 22 13-35 30M7587 200.33 
88-569765-26P 26 17-26 31K5992 234.51 
88-569766-32P 32 19-32 48K7148 212.64 
88-569764-35P 37 15-35 96K1919 251.34 
88-569765-35P 55 17-35 27M1423 320.08 PIM_5624851 
88-569769-61P 61 25-61 31K5993 378.96 
88-569767-35P 79 21-35 63M9622 412.86 MIL-DTL-38999 SERIES III, 
88-569769-35P 128 25-35 63P8827 524.19 TV TRI-START CIRCULAR CONNECTORS Am p he n ol 
Wall Mount Receptacle, PCB Socket Aerospace 
88-569761-35S 6 9-35 48K7146 169.04 aa 
88-569762-35S 13 11-35 74K2049 262.61 Geetinpian 
88-569763-35S 22 13-35 57K0348 311.69 
88-569764-35S 37 15-35 48M4152 472.25 
88-569765-35S 55 17-35 48K7147 666.83 
88-569766-35S 66 19-35 48M4153 821.79 
88-569767-35S 79 21-35 48M4154 965.54 Wall Mount Receptacle Jam Nut Receptacle Straight Plug 
88-569769-35S 128 25-35 48M4155 = @ Threaded coupling © Scoop-proof contact protection minimizes contact 
PIM_149288 © Quick and complete mating in 360° turn of damage 
coupling nut @ EMI shielding 


© Lockwire eliminated ® Moisture and corrosion resistance 

© Crimp termination 

MIL-DTL-38999 Series Ill, TV Tri-Start circular connectors offer the highest performance capabilities for both 
general duty and severe environment applications. Durable aluminum shells with olive drab cadmium-plated 


finish except where noted (*) stainless steel finish. Choice of gold-plated pin or socket crimp contacts installed 


> CONTINUED > 
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MIL-DTL-38999 SERIES III, MIL-DTL-38999 SERIES III, 
TV TRI-START CIRCULAR CONNECTORS (CONT.) TV TRI-START CIRCULAR CONNECTORS (CONT.) 
ororder housings without contacts separately below. Operating temperature range: -65°C to +200°C. Operating A 
voltage to 900VAC (RMS) at sea level. No. of Insert Insert HnricelE@chy 
BCeESeh Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ 
No. of Insert Insert pees Straight Plug, Crimp Socket 
jan a ies rat ~ Saar Gontacts_| _Argmt_| Rotation _[ERStOcSING7 Mais 38999/26WD35SN 37 15-35 N 3872080 | 45.29 
ey omen 3 9.98 N 311764 D38999/26WE35SN 55 17-35 N 3872088 55.19 
738900/24WESPN 5 116 7 BanITaa = Straight Plug, Crimp Socket - Contacts Not Supplied 
nandogoAWiaeRN r _ N RES = @ D38999/26KA98SN(LC) 3 9-98 N 38T1930 46.06 
PaRQUgOAWCAPN 7 138 x ABTATEd —_ D38999/26WA98SN(LC) 3 9-98 N 3872036 31.01 
— D38999/26WBS5SN(LC) 5 1-5 N 3872051 a 
13 11-35 N 3871772 
a OTD GRN 19 15-19 N 3871801 33.58 D38999/26WB98SN(LC) 6 11-98 N 3872055 = 
D38999/26WC8SN(LC) 8 13-8 N 3872067 — 
22 13-35 N 3871786 k 
ceca 7 15-35 N 3871804 puis D38999/26WC98SN(LC) 10 13-98 N 3872072 36.18 
ey 7 aes N =a asl D38999/26WE35SN(LC) 55 17-35 N 3872089 | 35.57 
- - aaa ~ Wall Mount Receptacle, Crimp Pin 
Se I~ — = : al N 3871765 Ese nee : = z SBI IbS2es ESCH 
- — D38999/20WB5PN 5 11-5 N 3871664 a 
D38999/24WB5PN(LC) 5 11-5 N 3871779 — 
D38999/20WB98PN 6 11-98 N 3871670 35.64 
D38999/24WB98PN(LC) 6 11-98 N 3871783 34.18 D38999/20WA35PN 6 0.35 N 3871648 35.43 
D38999/24WA35PN(LC) 6 9-35 N 3871760 36.85 D38999/20WC9BPN 10 73.98 N 3811677 = 
58000 DANBIEPAILO) = = - oa = — D38999/20WB35PA 13 11-35 A 3871656 30.10 
- = D38999/20WB35PN 13 11-35 N 3871658 34.04 
13 11-35 N 3871773 ae 
Se 2 13-35 N 3811787 ee = = é Ee 
38999/24WD35PN(LC) a7 15-35 N 3871805 USCS - = z SUIS EBS 
— D38999/20WE26PN 26 17-26 N 3871693 oe 
55 17-35 N 3871812 _ 
J aR ee ) Socket D38999/20WD35PN 37 15-35 N 3871686 40.89 
aay5009 hoe imp woere 5 om ; — 38099/20WE3SPN 55 17-35 N 3871695 | 53.88 
naRgOgD4WAGESN 3 ag i AaTITES — Wall Mount Receptacle, Crimp Pin - Contacts Not Supplied 
NaRGggDAWEEEN r aie 7 ATED — D38999/20WB5PN(LC) 5 11-5 N 3871665 a 
D38999/24WA35SN 8 9.35 N 381761 — D38999/20WB98PN(LC) 6 11-98 N 3871671 a 
D38999/24WCOBSN 10 73.98 N 381797 AEA D38999/20WB35PN(LC) 13 11-35 N 3871659 29.09 
D38999/24WB35SN rr 11-35 N 3811774 Fae D38999/20WC35PN(LC) 22 13-35 N 3871674 os 
- Wall Mount Receptacle, Crimp Socket 
D38999/24WC35SN 22 13-35 N 3871789 46.11 a P 5 115 N 3871667 = 
D38999/24WD35SN 37 15-35 N 3871806 46.09 D38999/20WA35SN 6 9.35 N 3871650 = 
D38999/24WE35SN 55 17-35 N 3871813 = 038999/20WB35SN 13 11-35 N 3871661 aEIEy 
ae Socket : Gontects Not Supple r — D38999/20/C35SN 22 13-35 N 3871675 | 96.58 
138999/24WA9BSN(LC 3 9-98 N 3871769 = DSESvaZWD ESN ul — y SSIES ASSO) 
038999/24WBSSN ce ) 5 15 N 3871781 — D38999/20WE35SN 55 17-35 N 3871697 47.96 
D38999/24WI eorie 6 9.35 N 3871762 ang Wall Mount Receptacle, Crimp Socket - Contacts Not Supplied 
é = D38999/20WA98SA(LC 3 9-98 A 3871655 eas 
D38999/24WC98SN(LC) 10 13-98 N 3871798 33.85 STIG 5 15 N 3871668 = 
13 11-35 N 3871775 = 
Seat 2 13-35 N 3871790 | 26.73 Pabese/Z0WCEBSNILC) ih ue y SBT 680 [32106 
D38999/24WE35SN(LC) 55 17-35 N 3871814 a D38999/20WBSSSN(LC) S ue wu sein — 
, , ; PIM_195478 
Straight Plug, Crimp Pin ~ 
D38999/26WA98PN 3 9-98 N 3872032 46.65 
D38999/26WA35PN 6 9-35 N 3872025 32.59 D38999 QUADRAX TRI-START CIRCULAR Am h en ol 
D38999/26WC98PN 10 13-98 N 3812068 | 46.78 CONNECTORS AAI pnenol 
D38999/26WB35PN 13 11-35 N 3872038 | 36.61 Aerospace 
D38999/26WC35PN 22 13-35 N 3872061 41.52 = 
D38999/26WD35PN 37 15-35 N 3872077 46.20 
D38999/26WE35PN 55 17-35 N 3872086 45.05 
Straight Plug, Crimp Pin - Contacts Not Supplied 
D38999/26WA98PA(LC) 3 9-98 A 3872031 32.66 
@ D38999/26KA98PN(LC) 3 9-98 N 3871928 eae 
D38999/26WA35PN(LC) 6 9-35 N 3872026 fe 
D38999/26WC98PN(LC) 10 13-98 N 3872069 31.59 1V06 Straight Plug TVPOO Wall Mount Receptacle with 
D38999/26WB35PN(LC) 13 11-35 N 3872039 18.67 TVO7 Jam Nut Receptacle Quadrax Contact 
z Features contact with two inner contacts RoHS 
Dag299/26WC35PN(LC) 22 jaa 7 gbi2052 31.74 ©@ Quadrax Contacts consist of an outer contact spaced to form one 100 or Ge tinoiat 
D38999/26WD35PN(LC) 37 15-35 N 3872078 31.13 with four strategically spaced inner contacts 150 Ohm matched impedance Avaliable 
D38999/26WE35PN(LC) 55 17-35 N 3872087 33.31 forming two 100 or 150 Ohm matched impedance differential pair. ee ; 
Straight Plug, Crimp Socket differential pairs. @ Recessed pins minimize potential contact damage 
g ED P ¢@ Differential Twinax Contacts consist of an outer 
D38999/26WAQBSN : a 7 012035 35.87 Amphenol® Tri-Start MIL-DTL-38999 Series III Connectors offer the highest performance capabilities for both 
D38999/26WB5SN 5 11-5 N 3872050 38.22 general duty and severe environment applications. This series offers more versatility and options than any other 
D38999/26WB98SN 6 11-98 N 3872054 42.57 So ane rel ae see for ae. and Panel that = aie for it haste 
and ground vehicle applications were designed into the Series III including rapid coupling via a triple-start thread, 
D3899/26WASSSN 8 985 N SURE 35.96 shell-to-shell or metal-to-metal bottoming, and improved EMI shielding. Durable aluminum shells with olive drab 
D38999/26WC8SN 8 13-8 N 3872066 - cadmium-plated finish, except where noted electroless nickel plated finish (*). 
D38999/26\WC98SN 10 13-98 N 3872071 42.03 aan do not include contacts; order quadrax and differential twinax pin and socket contacts 
D38999/26WB35SA 13 11-35 A 3872040 | 3956 Seba a eee _ 
D38999/26WB35SN 13 11-35 N 3872044 | 35.16 No. of Insert Insert | Price Each 
D38999/26WD19SN 19 15-19 N 3872074 47.23 Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ 
D38999/26WC35SN 7) 13.35 N 3872064 PRG Jam Nut Receptacle, Crimp Pin - Contacts Not Supplied 
= TVO7RGQF-9-5P(LC) 1 9-5 N 5174270 Bee) 
D38999/26WE26SN 26 17-26 N 3872085 es 
TVO7RQW21-75P(LC) 4 21-75 N 5174274 ee) 
> CONTINUED > > CONTINUED > 
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D38999 QUADRAX TRI-START CIRCULAR CONNECTORS (CONT.) D38999 TRI-START CIRCULAR CONNECTORS A h | 
No. of Insert Insert Price Each Am phenol 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ Aerospace 
Jam Nut Receptacle, Crimp Pin - Contacts Not Supplied 
TVO7RQW-25-8P(LC) 8 25-8 N 5174272 = 
TVO7RQW-25-7P(LC) 99 25-7 N 5174271 = 
Jam Nut Receptacle, Crimp Socket - Contacts Not Supplied 
TVO7RQW21-75S(LC) 4 21-75 N 5174275 = 
TVO7RQW-25-8S(LC) 8 25-8 N 5174273 es 
>TVO7RQW25-17S(LC) 42 25-17 N 5174276 = TV06 Straight Plug TVO7 Jam Nut Receptacle TV06 Straight Plug TVO7 Jam Nut Receptacle 
Straight Plug, Crimp Pin - Contacts Not Supplied Gesinpian 
@ TVO6RGOF-9-5P(LC) 1 9-5 N 5174252 — Available 
TVOGRQW17-52P(LC) 2 17-52 N 5174260 = 
@ TVO6ROQF17-22P(LC) 4 17-22 N 5174254 =e 
TVO6RQW21-75P(LC) 4 21-75 N 5174264 = 
TVOGRQW23-6P(LC) 6 23-6 N 5174266 337.10 TV00 Wall Mount Receptacle 
WOGROW 25:5 (LC) a za N SITA258 = Features © Lockwiring Eliminated 
TVOGRQW19-31P(LC) 15 19-31 N 5174262 ae © Recessed pins minimize potential contact damage  ® Quick Coupling 
>TVO6RQW19-18P(LC) 18 19-18 N 5174261 @ Improved interfacial seal design for Moisture © Also uses standard MIL-DTL-38999 contacts, 
>TVOGRQW25-17P(LC) 42 25-17 N 5174268 Resistance ' ; application tools, insert arrangements 7” 
vooransreua) [99 [a7 [aa ee ee 
Straight Plug, Crimp Socket - Contacts Not Supplied interconnection family. Dynamic features for performance and reliability that were needed for military, aerospace 
@ TVO6RGOF-9-5S(LC) 4 9-5 N 5174253 a and ground vehicle applications were designed into the Series III including rapid coupling via a triple-start thread, 
ermencrzsuc | «| a2 | (orm Stl oot bot tired ling, ie sain tb wh coi 
TVO6GRQW21-75S(LC) 4 21-75 N 5174265 — = 
TVOBRQW23-6S(L.C) 6 23-6 N 5114267 = ™ No: ot Insert Insert Billoo S21 
ig. Part No. Contacts Argmt. Rotation Stock No. 1-4+ 
TVOBRQW-25-8S(LC) 7 _ W Suu) en Jam Nut Receptacle, Crimp Socket 
TVOGRQW19-31S(LC) 15 19-31 N 5174263 = TVO7RW9-9S 9 0.9 N 5014139 = 
TVO6RQW25-17S(LC) 42 25-17 N 5174269 ae Straight Plug, Crimp Pin 
TVOGRQW-25-7S(LC) 99 25-7 N 5174257 _ “Tvoerwo-9PSté“‘(‘i(!!*S*ttS!”*~«d”;é<CSCDSCd)St*é<«~«~é‘N;S:;*‘<«é‘*”YtS*é‘<“i AMOR S!tC TS!” 
Wall Mount Receptacle, Crimp Pin - Contacts Not Supplied TVO6RW11-19P 19 1419 N 5014086 321.38 
@ TVPOORGQF9-5P(LC) 1 9-5 N 5174234 — Tvoerw25-187P  +~«| ~«01e7.~O*WSC(‘é toy Od|SO*~<‘NN~SdY~SC«ssoT4400.««|t(‘ TS! 
@ TVPOORQF-17-22P(LC) 4 17-22 N paa236 oe Straight Plug, Crimp Socket 
TVPOORQW-21-75P(LC) 4 21-75 N 5174238 = TVO6RW9-9S 9 9.9 N 5074103 za 
TVPOORQW23-6P(LC) 6 23-6 N 5174246 = TVO6RW11-198 19 1419 N 5014087 = 
TVPOORQW-25-8P(LC) 8 25-8 N 5174240 ae Pi 197407 
TVPOORQW19-31P(LC) 15 19-31 N 5174244 es 
TVPOORQW25-17P(LC 42 25-17 N 5174248 = 
PORE 99 257 N 5174250 = RIGHT ANGLE STRAIN RELIEF BACKSHELLS FOR Amphenol Pcd 
Wall Mount Receptacle, Crimp Socket - Contacts Not Supplied MIL-C-38999 SERIES Il CONNECTORS aes 
@ TVPOORGOQF9-5S(LC) 1 9-5 N 5174235 = SoBe 
>TVPOORQW17-528(LC) 2 17-52 N 5174242 = cue 
@ TVPOORQF-17-22S(LC) 4 17-22 N 5174237 = 
TVPOORQW-21-75S(LC) 4 21-75 N 5174239 es 
TVPOORQW23-6S(LC) 6 23-6 N 5174247 ze 
TVPOORQW-25-8S(LC) 8 25-8 N 5174241 = Olive Drab Cadmium 
TVPOORQW19-31S(LC) 15 19-31 N 5174245 = = 
Shell Cable Price Each 
TVPOORQW19-185(LC) ik 18 N EELS = Mfg. Part No. Size Dia. Max. StockNo. | 1-4 
TVPOORQW25-17S(LC) 42 25-17 N 5174249 = Nickel 
VPOORQW25-78(LC) 99 257 W SUE = © M85049/47-12N 72 10.57mm 07P3699 9.48 
PIM_197402 @ M85049/47-8N 8 5.18mm 07P3706 13.33 
SS ee @ M85049/47-14N 12/14 12.09mm 07P3700 = 
Circular Contacts @ M85049/47-24N 24 27.46mm 07P3705 17.61 
Awe Goatact priceleacn @ M85049/47-18N 27/18 17.93mm 07P3702 12.78 
Mfg. Part No. Min Plating Stock No. 1-44 Olive Drab Cadmium 
Crimp, Pin, Quadrax M85049/47-8W 8 5.18mm 04P6309 9.87 
@ 21-033384-051 24AWG Gold Plated Contacts 5174277 133.93 M85049/47-10W 10 7.26mm 04P6301 14.50 
Crimp, Pin, Split-Pair Quadrax M85049/47-14W 12/14 12.09mm 04P6303 11.54 
@ 21-033470-001 24AWG Gold Plated Contacts | 5174287 128.10 M85049/47-16W 19/16 15.9mm 04P6304 14.43 
Crimp, Socket, Quadrax M85049/47-22W 22 24.28mm 04P6307 = 
@ 21-033385-051 24AWG Gold Plated Contacts | 5174280 143.98 M85049/47-20W 37/20 21.11mm 04P6306 11.14 
Crimp, Socket, Split-Pair Quadrax PIM_166280 
@ 21-033471-001 24AWG Gold Plated Contacts 5174288 160.32 
PIM 5511393 PC TAIL CONTACTS FOR 
Sie”: == MIL-DTL-38999 CONNECTORS Amphenol 
] Aerospace 
RoHS _ 
A A ——— Geptinpian 
PCB Fabrication Quality U.S.-based manufacturers— ee 
& Assembly as fast as 48-hour turnaround! a 
elementi4.com/designcenter ar 
@ For MIL-DTL-38999 Series | (LUT), Il (JT) and III © Gold-plated 
(TV) cylindrical connectors ® Solder mounting on printed circuit boards 
PIM_5624860 © PC tails 
> CONTINUED > 


1.800.463.9275 © newark.com elementiu 343 


CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 
PC TAIL CONTACTS FOR 
MIL-DTL-38999 CONNECTORS (CONT.) 
Contact Price Each 

Mfg. Part No. Plating Stock No. 1-4+ 
Through Hole, Pin, Size 12 
@ 10-597502-105 Gold Plated Contacts 3875169 2.82 
Through Hole, Pin, Size 16 
@ 10-497630-055 Gold Plated Contacts 3875161 3.41 
Through Hole, Pin, Size 20 
@ 10-497640-025 Gold Plated Contacts 26R3486 7.84 
Through Hole, Pin, Size 22D 
@ 10-407552-055 Gold Plated Contacts 26R3487 3.03 
Through Hole, Socket, Size 12 
@ 10-597503-075 Gold Plated Contacts 3875170 = 
Through Hole, Socket, Size 16 
@ 10-497649-075 Gold Plated Contacts 3875162 = 
Through Hole, Socket, Size 20 
@ 10-497643-025 Gold Plated Contacts 26R3488 10.55 
Through Hole, Socket, Size 22D 
@ 10-497623-335 Gold Plated Contacts 3875159 20.00 
@ 10-497623-625 Gold Plated Contacts 3875160 ae 
PIM_195484 
CONTACTS FOR =» 
MIL-DTL-38999 CONNECTORS — TE 


connectivity DEUTSCH 


Ahi 


CLLANNN 


Z EDUCATION 


AWG AWG Contact Price Each & MAKERS 
Mfg. Part No. Max Min Plating Stock No. 1-9+ 

Crimp, Pin 

@ M39029/58-365 12AWG 14AWG Gold Plated Contacts 60R3926 0.91 
@ M39029/58-364 16AWG 20AWG Gold Plated Contacts 61R9128 ex 
@ M39029/58-363 20AWG 24AWG Gold Plated Contacts 61R9127 ea 
@ M39029/58-360 22AWG 28AWG Gold Plated Contacts 61R9126 = 
Crimp, Socket 

@ M39029/57-359 12AWG 14AWG se 61R9125 7A5 
@ M39029/56-353 12AWG 14AWG Gold Plated Contacts 61R9121 3.92 
@ M39029/57-358 16AWG 20AWG a 61R9124 = 
@ M39029/56-352 16AWG 20AWG Gold Plated Contacts 61R9120 = 
@ M39029/57-357 20AWG 24AWG es 61R9123 es 
@ M39029/56-351 20AWG 24AWG Gold Plated Contacts 61R9119 1.08 
@ M39029/56-348 22AWG 28AWG Gold Plated Contacts 61R9118 0.97 
PIM_203736 


7 & TEST 


y 


Custom Rocker Switches 


Designed with your choice of: color, text, logo, icon 


Call 800.463.9275 or email: customswitches@newark.com 


PIM_5624868 
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PROTOTYPE 


4] Find Datasheets Online 


This smaller, high density, lightweight connector far exceeds the competition in quality and performance levels. The 2M Series is a 
superior and versatile connector designed and tested to mil-spec standards, comparable to MIL-DTL-38999. 2M is intermateable 
with Glenair’s Mighty Mouse. The test results are available. 


Micro-Miniature 


2M801 DUAL-START ACME THREADS 


Full mating in 1 ¥ turns. Plug option for anti-decoupling mechanism. Plugs and receptacles come with either accessory threads or integral backshells. Includes PCB and hermetic 
receptacles, and 2M801 Dualok plugs. Contact terminations include crimp, PC tail, and solder cup, with others upon request. Custom and filtered configurations are available. 


2M801-007 


Series 


Integral Backshell 
for Direct 
Attachment of 
Cable Shield and 
Overmold 


2M801-007 


-16 


For Shell Styles 
2M801-007, 2M801-008 


Plugs with rear 


2M801-008 accessory thread 


Plug with Anti- 


716 Decoupling Spring 


Receptacle with In- 
tegral Backshell for 
Direct Attachment 
of Cable Shield and 
Overmold 


2M801-009 


Self-Locking Plug with 


-26 | Ratchet Mechanism 


For Shell Styles 
2M803-009, 2M803-010 


In-Line 


Receptacle with 
Accessory Thread 


2M801-010 


Square Flange 


Jam Nut 


2M803 1/4 TURN BAYONET COUPLING 


¥-turn full mate bayonet coupling. Plugs and receptacles come with either accessory threads or integral backshells. Includes PCB and hermetic receptacles. Contact terminations include 
crimp, PC tail, and solder cup, with others upon request. Custom and filtered configurations are available. 


2M803-001 


Series 


Plug with Crimp 
Contact, Integral 
Backshell for Direct 
Attachment of Cable 
Shield and Overmold 


2M803-001 


-06 


Shell Style 


For Shell Styles 
2M803-001, 2M803-002 


-06 |Plug 


Plug with Crimp 
Contact, Rear- 
Accessory Thread 


2M803-002 


For Shell Styles 
2M803-003, 2M803-004 


Receptacle with 
Integral Backshell 
for Direct Attachment 
of Cable Shield and 
Overmold 


2M803-003 


Jam Nut 


Square Flange 


Receptacle with 
Rear Accessory 
Thread 


2M803-004 


In-Line 


2M804 PUSH-PULL QUICK-DISCONNECT 


Push-to-mate, pull-to-unmate connector with EMI spring installed in the receptacle for improved EMI. Includes Plug Panel Mount, PCB, and hermetic receptacles. Contact terminations 
include crimp, PC tail, and solder cup, with others upon request. Custom and filtered configurations are available. 


2M804-001 


Series 


Plug with Integral 
Backshell for Direct 
Attachment of 
Cable Shield and 
Overmold 


2M804-001 


-06 


Shell Style 


For Shell Styles 
2M804-001, 2M804-002 


-06 |Plug 


Plug with Accessory 


2M804-002 |r read 


For Shell Styles 
2M804-003, 2M804-004 


Receptacle 

with Integral 
Backshell for Direct 
Attachment of 
Cable Shield and 
Overmold 


2M804-003 


Jam Nut for Front Panel 
Mounting 


In-Line for Free-Hanging 
Cable 


Receptacle with 
Accessory Thread 


2M804-004 


Jam Nut for Rear Panel 
Mounting 


2M805 TRI-START THREADED COUPLING 


Offers the best EMI and vibration performance among the 2M connector family. Utilizes Tri-Start thread with 1-turn full mate coupling. EMI ground strap and shell-to-shell bottoming provide superior EMI 
shielding. Includes PCB and hermetic receptacles. Contact terminations include crimp, PC tail, and solder cup, with others upon request. Custom and filtered configurations are available. 


2M805-001 


Series 


Plug with Integral 
Backshell for Direct 
Attachment of 
Cable Shield and 
Overmold 


2M805-001 


-16 


Shell Style 


For Shell Styles 
2M805-001, 2M805-002 


Plug with Accessory 


2M805-002 | Fg Wi 


Plug Connector with 
Ratcheting Anti- 
Decoupling Mechanism 


-16 


Receptacle 

with IIntegral 
Backshell for Direct 
Attachment of 
Cable Shield and 
Overmold 


2M805-003 


For Shell Styles 
2M805-003, 2M805-004 


In-Line Receptacle 


Square Flange 
Receptacle 


Receptacle with 


2M805-004 | accessory Thread 


Jam Nut for Rear Panel 
Mounting Receptacle 


1.800.463.9275 © newark.com 


NF 


Service Class 


See Service 
class/Finish table 
on next page 


NF 


Service Class 
See Service 
class/Finish table 
on next page 


ZNU 


Service Class 
See Service 


Cc 


Service Class 
See Service 
class/Finish table 
on next page 


6-7 


Shell Size - Insert Arrg. 


See Insert Arrangements 
on next page 


6-7 


Shell Size - Insert Arrg. 


See Insert Arrangements 
on next page 


6-7 


Shell Size - Insert Arrg. 


See Insert Arrangements 
on next page 


15-37 


Shell Size - Insert Arrg. 


See Insert Arrangements 
on next page 


CONNECTORS & ACCESSORIES 


CIRCULAR CONNECTORS 


2M MICRO-MINIATURE CONNECTORS 


The 2M Series product line is designed for interconnect applications requiring high performance and reduced size and weight. 


P 


Contact Type 


| p | Pin Contacts 
Socket Contacts 


For Hermetic connectors or PC 
contacts or Solder contacts 
please contact your Local 
Newark Sales office. 


P 


Contact Type 


| P| Pin Contacts 
Socket Contacts 


For Hermetic connectors or PC 
contacts or Solder contacts 
please contact your Local 
Newark Sales office. 


P 


Contact Type 


| P| Pin Contacts 
Socket Contacts 


For Hermetic connectors or PC 
contacts or Solder contacts 
please contact your Local 
Newark Sales office. 


Ss 


Contact Type 
Pin Contacts 


Socket Contacts 


For Hermetic connectors or PC 
contacts or Solder contacts 
please contact your Local 
Newark Sales office. 


rN Newark 


Amphenol 4) 
Prerospacé A 


A 


Alternate Position 
Keying 
Key Rotation 


Key Position 


See rotational views on next page 


N 


Alternate Position 
Keying 


5 Key Rotation 
Key Position 


See rotational views on next page 


A 


Alternate Position 
Keying 
Key Rotation 
A B 

Single Master Key 
150° 210° 

75° 210° 

95° 230° 
275° 


Key Position 


See rotational views on next page 


A 


Alternate Position 
Keying 


‘ Key Rotation 
Key Position 


See rotational views on next page 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant a Find Datasheets Online 
CIRCULAR CONNECTORS 


2M MICRO-MINIATURE CONNECTORS (CONTINUED) Amphenol _¢ 


Micro-Miniature 


INSERT ARRANGEMENTS 


Insert Arrangements 


Size #23 Contacts 5 
Amp Max.Current 500 
VAC #23-#28 AWG 


Size #20HD Contacts 
7.5 Amp Max.Current 
750 VAC #20-#24 
AWG. 


Size #16 Contacts 
13 Amp Max.Current 
1800 VAC #16-#20 
AWG 


Size #12 Contacts 
23 Amp Max.Current 
1800 VAC #12-14 
AWG 


Insert 
Arrangements with 
Mixed Size (Combo) 
Layouts” 


*See www.newark.com for AMP max and VAC. 


SERVICE CLASS / FINISHES ROTATIONAL VIEWS 


Service Class Key Rotations 


ALUMINUM/BLACK ANODIZE (NON-CONDUCTIVE) 


ALUMINUM/ELECTROLESS NICKEL 


ALUMINUM/CADMIUM WITH OLIVE DRAB CHROMATE 


ALUMINUM/NICKEL-PTFE (DURMALON) 


STAINLESS STEEL/PASSIVATED 


ALUMINUM/ZINC-NICKEL W/OLIVE DRAB CHROMATE 


Receptacle View 


ALUMINUM/ZINC-NICKEL WITH BLACK CHROMATE 


Plug View 
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CONNECTORS & ACCESSORIES 


CIRCULAR CONNECTORS 
CANNON TYPES MS3106, MS3102, DUST CAPS FOR MIL-DTL-5015 THREADED CIRCULAR SUINBANK 
AND MS3101 (MIL-C-5015) CIRCULAR CONNECTORS 
CONNECTORS cannen Esterling? 
(Connection Technologies 
Compliant 
Available 
Type MS3106 Type MS3101 
Type MS3102 2-#16 
Dust Cap For Plugs Dust Cap For Receptacles 
(3) Designed to be used with MIL-DTL-5015 threaded circular connectors. MS25042 series are externally threaded 
dust caps and are used to protect MS3106 and MS3108 series connectors; ordered separately: go online or 
call. MS25043 series are internally threaded and are used to protect MS3100, MS3101 and MS3102 series 
connectors; ordered separately: go online or call. All are made of aluminum alloy and furnished with a sash 
chain. Available in two platings; olive drab chromate over cadmium and black anodized. 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-9+ 
Aluminium Alloy Body, Black Anodized Finish 
@ MS25043-10DA | Dust Cap | Shell Size 10 Threaded Circular Receptacles | 90B5035 16.84 
@ MS25042-12DA | Dust Cap Shell Size 12 Threaded Circular Plugs 23C6787 — 
@ MS25043-12DA | Dust Cap | Shell Size 12 Threaded Circular Receptacles | 93B6851 = 
@ MS25042-14DA | Dust Cap Shell Size 14 Threaded Circular Plugs 50B9129 = 
@ MS25042-16DA | Dust Cap Shell Size 16 Threaded Circular Plugs 343391 — 
7-416 @ MS25043-16DA | Dust Cap | Shell Size 16 Threaded Circular Receptacles | 92B6689 = 
sae ne © MS25042-18DA | Dust Cap Shell Size 18 Plugs 01¢8305 | 64.65 
MIL-C-5015 circular connectors operate in extreme environmental conditions of high altitude flight. Mfg. part @ M525042-20DA_| Dust Cap shell Size'20: Threated Creular Fuge SE ane 
nos. with prefixes MS3106F and MS3101F feature resilient grommets with internal restrictions in wire cavities @ MS25043-20DA_| DustCap | Shell Size 20 Threaded Circular Receptacles | 50B9131 _ 
that act as individual wire seals. They also incl ude an integral cable clamp thal provides strain relief, and mfg. @ MS25042-22DA | Dust Cap Shell Size 22 Threaded Circular Plugs 33K4381 = 
patos, wh pei MSIE hasan Org unde te cupng nt. Amn ley shelve ove eb ysz504-240A | Dust Cap | Shel Size 2 Tveoded Crear Pgs [26927 [= 
solder pot termination. Polychloropene insulators. Temperature range: -55°C to +125°C. @ MS25043-24DA | Dust Cap | Shell Size 24 Threaded Circular Receptacles | 24C8817 aa 
No. of lnsert Insert Price Each @ MS25042-28DA | Dust Cap Shell Size 28 Threaded Circular Plugs 83H5885 = 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 4-9+ @MS25043-28DA | Dust Cap | Shell Size 28 Threaded Circular Receptacles | 07€9404 = 
Box Mount Receptacle, Solder Pin @ MS25042-32DA | Dust Cap Shell Size 32 Threaded Circular Plugs 29K8928 a 
MS3102R10SL-4P 2 10SL-4 N 50F2544 AS @ MS25043-32DA | Dust Cap | Shell Size 32 Threaded Circular Receptacles | 96J0362 == 
MS3102R14S-2P 4 148-2 N 50F2535 14.84 @ MS25042-36DA | Dust Cap Shell Size 36 Threaded Circular Plugs 30K6407 = 
MS3102R14S-5P 5 148-5 N 16F1742 ae @ MS25043-40DA | Dust Cap | Shell Size 40 Threaded Circular Receptacles | 33K4385 = 
MS3102R18-1P 10 18-1 N 50F2509 33.35 @ MS25043-8DA Dust Cap | Shell Size 8 Threaded Circular Receptacles | 33K4386 = 
Box Mount Receptacle, Solder Socket Aluminium Alloy Body, Olive Drab Cadmium Finish 
MS3102R10SL-4S 2 10SL-4 N 50F2546 17.32 MS25042-10D Dust Cap Shell Size 10 Threaded Circular Plugs 30H5501 = 
MS3102R10SL-3S 3 10SL-3 N 50F2545 17.55 MS25043-10D Dust Cap | Shell Size 10 Threaded Circular Receptacles | 92B7574 = 
MS3102R14S-2S 4 148-2 N 50F2533 13.41 MS25042-12D Dust Cap Shell Size 12 Threaded Circular Plugs 30H5502 = 
MS3102R14S-5S 5 148-5 N 50F2534 22.25 MS25043-12D Dust Cap | Shell Size 12 Threaded Circular Receptacles | 07J1631 = 
MS3102R16S-1S 7 16S-1 N 50F2501 25.96 MS25042-14D Dust Cap Shell Size 14 Threaded Circular Plugs 2705993 = 
MS3102R18-1S 10 18-1 N 50F2510 27.39 MS25043-14D Dust Cap | Shell Size 14 Threaded Circular Receptacles | 92B7577 = 
MS3102R20-27S 14 20-27 N 50F2524 42.08 MS25042-16D Dust Cap Shell Size 16 Threaded Circular Plugs 3109545 es 
MS3102R20-29S 17 20-29 N 50F2522 59.65 MS25043-16D Dust Cap | Shell Size 16 Threaded Circular Receptacles | 97B2679 = 
Cable Mount Receptacle, Solder Pin MS25042-18D Dust Cap Shell Size 18 Threaded Circular Plugs 1202302 ae 
MS3101F10SL-4P 2 10SL-4 N 16F1752 37.46 MS25043-18D Dust Cap | Shell Size 18 Threaded Circular Receptacles | 2301795 = 
MS3101F10SL-3P 3 10SL-3 N 16F1753 44.89 MS25042-20D Dust Cap Shell Size 20 Threaded Circular Plugs 83H3850 = 
MS3101F14S-2P 4 148-2 N 16F1754 57.32 MS25043-20D Dust Cap | Shell Size 20 Threaded Circular Receptacles | 88F4480 = 
MS3101F14S-5P 5 148-5 N 16F1755 53.25 MS25042-22D Dust Cap Shell Size 22 Threaded Circular Plugs 97B3126 eo 
MS3101F14S-6P 6 148-6 N 16F1756 38.44 MS25043-22D Dust Cap | Shell Size 22 Threaded Circular Receptacles | 97B3127 a 
MS3101F16S-1P E 16S-1 N 16F1757 51.31 MS25042-24D Dust Cap Shell Size 24 Threaded Circular Plugs 26K2285 ae 
MS3101F18-1P. 10 18-1 N 16F1758 60.70 MS25043-24D Dust Cap | Shell Size 24 Threaded Circular Receptacles | 50B1326 ae 
MS3101F20-29P 17 20-29 N 16F1760 69.12 MS25042-28D Dust Cap Shell Size 28 Threaded Circular Plugs 34C3437 = 
Cable Mount Receptacle, Solder Socket MS25043-28D Dust Cap | Shell Size 28 Threaded Circular Receptacles | 91B3713 = 
MS3101F10SL-3S 3 10SL-3 N 16F1744 50.01 MS25042-32D Dust Cap Shell Size 32 Threaded Circular Plugs 3107369 = 
MS3101F14S-2S 4 148-2 N 16F1745 58.18 MS25043-32D Dust Cap | Shell Size 32 Threaded Circular Receptacles | 3107368 = 
MS3101F14S-5S 5 148-5 N 16F1746 50.19 MS25042-36D Dust Cap Shell Size 36 Threaded Circular Plugs 88H1564 = 
MS3101F14S-6S 6 148-6 N 16F1747 45.10 MS25043-36D Dust Cap | Shell Size 36 Threaded Circular Receptacles | 88H1563 70.02 
MS3101F16S-1S 7 16S-1 N 16F1748 71.75 MS25042-40D Dust Cap Shell Size 40 Threaded Circular Plugs 29K8929 = 
MS3101F18-1S 10 18-1 N 16F1749 90.02 MS25043-40D Dust Cap | Shell Size 40 Threaded Circular Receptacles | 33K4384 = 
MS3101F20-27S 14 20-27 N 16F1750 = PIM_142265 
MS3101F20-29S 17 20-29 N 16F1751 es 
Straight Plug, Solder Pin 
oes 3 10SL-3 N 50F2539 36.79 element14 COM MUN ITY element14.com 
MS3106F14S-2P 4 148-2 N 50F2527 64.99 
MS3106F14S-5P 5 148-5 N 50F2528 31.69 
MS3106F14S-6P 6 148-6 N 50F2526 31.82 
MS3106F16S-1P 7 16S-1 N 50F2498 47.27 . 
MS3106F18-1P 10 18-1 N 50F2506 63.76 GET INSPIRED COLLABORATE DESIGN RESEARCH ASK EXPERTS 
MS3106F20-27P 14 20-27 N 50F2513 67.45 
Straight Plug, Solder Socket PIM_5591167 
MS3106F16S-1S 7 16S-1 N 50F2497 42.70 
MS3106F20-29S 17 20-29 N 50F2516 84.49 


PIM_8806 
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CIRCULAR CONNECTORS 
CONTACTS FOR => 
MIL-DTL-5015 RR CONNECTORS i —™ TE 
connectivity DEUTSCH 
AWG AWG Price Each 

Mfg. Part No. Max Min Stock No. 1-9+ 
Crimp, Pin 
@ M39029/29-213 12AWG 14AWG 61R9097 2.06 
@ M39029/29-212 16AWG 20AWG 61R9096 ae 
Crimp, Socket 
@ M39029/30-219 12AWG 14AWG 61R9100 1.34 
@ M39029/30-217 16AWG 20AWG 61R9098 2.61 
@ M39029/30-218 16AWG 20AWG 61R9099 3.04 
PIM_166300 


CIRH Series Modular Bayonet Lock Connectors 


MIL-C-5015 STYLE | 


The Connectors for Industrial Range (CIR) (H - halogen free) is based on the products covered by the American 
MilC-5015 and the German VG95234 Ce These connectors are used extensively throughout the 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


mass transportation, entertainment and general industrial markets. 
CIRH connectors are interchangeable with all corresponding types and feature contact arrangements from Mil- 
STD-1651. Positive coupling is indicated by an audible ‘snap’ and by the alignment of three coloured dots on the 
receptacle and on the coupling nut of the plug connector. 
To enhance service life in applications where the connectors are likely to experience severe vibration or 
repeated mating, CIRH connectors feature stainless steel anti-wear pins at the critical point of the receptacle 
coupling ramps. 
In response to safety and environmental requirements, CIRH connectors have as standard, low fire hazard/ 
halogen free rubber insulators which have been independently tested and shown to conform with the 
requirements of European specification EN 45545-2 (HL3, R22/R23), French specification NF F 16-101 
classification 12 F1 and to British specification BS 6853 app. A clause A.9 and app. B clause B.5.1. Connector 
shells can also be supplied with cadmium free plating finishes. 
Protection against water and dust ingress is provided by the use of a dynamic seal ring under the coupling 
nut and by an individual wire seal grommet at the rear of the connector. A wavy washer assembly, also under 
the coupling nut and a comprehensive range of back shells and accessories, ensure excellent continuity and 
shielding characteristics between mated connectors where the effects of EMI and RFI must be eliminated. 
No. of Insert Insert Price Each 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ 
Flange Mount Receptacle, Crimp Pin - Contacts Not Supplied 
@ CIRHO3T1610PCNF80M32V0 3 16-10 N 827997 ae 
@ CIRHO3T1811PCNF80M32V0 5 18-11 N 827999 = 
@ CIRHO3T14S6PCNF80M32V0 6 148-6 N 827993 = 
@ CIRHO3T1812PCNF80M32V0 6 18-12 N 82Y8001 16.47 
@ CIRHO3T16S1PCNF80M32V0 7 16S-1 N 827995 27.25 
@ CIRHO3T2015PCNF80M32V0 7 20-15 N 8278005 — 
@ CIRHO3T2410PCNF80M32V0 7 24-10 N 8278011 — 
@ CIRHO3T207PCNF80M32V0 8 20-7 N 8278007 = 
@ CIRHO3T1819PCNF80M32V0 10 18-19 N 82Y8003 28.89 
@ CIRHO3T32A13PCNF80M32V0 13 32-13 N 82Y8015 47.70 
@ CIRHO3T2214PCNF80M32V0 19 22-14 N 8278009 40.10 
@ CIRHO3T3276PCNF80M32V0 19 32-76 N 82Y8017 9.71 
@ CIRHO3T36A22PCNF80M32V0 22 36-22 N 82Y8019 39.44 
@ CIRHO3T40A35PCNF80M32V0 35 40-35 N 828023 = 
@ CIRH03T2821PCNF80M32V0 37 28-21 N 8278013 aa 
@ CIRHO3T3610PCNF80M32V0 48 36-10 N 8278021 10.59 
@ CIRHO3T40A60PCNF80M32V0 60 40-60 N 82Y8025 11.47 
Flange Mount Receptacle, Crimp Socket - Contacts Not Supplied 
@ CIRHO3T1610SCNF80M32V0 3 16-10 N 827998 = 
@ CIRH03T1811SCNF80M32V0 5 18-11 N 8278000 = 
@ CIRHO3T14S6SCNF80M32V0 6 148-6 N 827994 = 
@ CIRHO3T1812SCNF80M32V0 6 18-12 N 828002 = 
@ CIRHO3T16S1SCNF80M32V0 7 16S-1 N 827996 = 
@ CIRH03T2015SCNF80M32V0 7 20-15 N 8278006 = 
@ CIRH03T2410SCNF80M32V0 7 24-10 N 8278012 10.03 
> CONTINUED > 


348 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


CIRH Series Modular Bayonet Lock Connectors (CONT.) 


No. of Insert Insert Price Each 

Mfg. Part No. Contacts | Argmt. | Rotation | Stock No. 1-4+ 
Flange Mount Receptacle, Crimp Socket - Contacts Not Supplied 
@ CIRH03T207SCNF80M32V0 8 20-7 N 828008 = 
@ CIRH03T1819SCNF80M32V0 10 18-19 N 828004 = 
@ CIRH03T32A13SCNF80M32V0 13 32-13 N 82Y8016 = 
@ CIRH03T2214SCNF80M32V0 19 22-14 N 828010 — 
@ CIRH03T3276SCNF80M32V0 19 32-76 N 828018 = 
@ CIRHO3T36A22SCNF80M32V0 22 36-22 N 828020 as 
@ CIRHO3T40A35SCNF80M32V0 35 40-35 N 828024 a5 
@ CIRH03T2821SCNF80M32V0 37 28-21 N 828014 = 
@ CIRH03T3610SCNF80M32V0 48 36-10 N 828022 = 
@ CIRHO3T40A60SCNF80M32V0 60 40-60 N 828026 = 
Straight Plug, Crimp Pin - Contacts Not Supplied 
@ CIRHSE06T1610PCNF80M32V0 3 16-10 N 827963 — 
@ CIRHSE06T1811PCNF80M32V0 5 18-11 N 82Y7965 = 
@ CIRHSE06T14S6PCNF80M32V0 6 145-6 N 82Y7959 37.50 
@ CIRHSE06T1812PCNF80M32V0 6 18-12 N 82Y7967 Sey 
@ CIRHSE06T16S1PCNF80M32V0 7 16S-1 N 82Y7961 = 
@ CIRHSE06T2015PCNF80M32V0 7 20-15 N 82Y7971 = 
@ CIRHSE06T2410PCNF80M32V0 7 24-10 N 82Y7977 13:22 
@ CIRHSE06T207PCNF80M32V0 8 20-7 N 82Y7973 = 
@ CIRHSE06T1819PCNF80M32V0 10 18-19 N 82Y7969 = 
@ CIRHSE06T32A13PCNF80M32V0 13 32-13 N 82Y7981 78.78 
@ CIRHSE06T2214PCNF80M32V0 19 22-14 N 82Y7975 66.52 
@ CIRHSE06T3276PCNF80M32V0 19 32-76 N 82Y7983 = 
@ CIRHSE06T36A22PCNF80M32V0 22) 36-22 N 82Y7985 = 
@ CIRHSE06T40A35PCNF80M32V0 35 40-35 N 82Y7989 — 
@ CIRHSE06T2821PCNF80M32V0 37 28-21 N 82Y7979 13.76 
@ CIRHSE06T3610PCNF80M32V0 48 36-10 N 82Y7987 = 
@ CIRHSEO6T40A60PCNF80M32V0 60 40-60 N 82Y7991 = 
Straight Plug, Crimp Socket - Contacts Not Supplied 
@ CIRHSE06T1610SCNF80M32V0 3 16-10 N 82Y7964 = 
@ CIRHSE06T1811SCNF80M32V0 5 18-11 N 82Y7966 42.26 
@ CIRHSE06T14S6SCNF80M32V0 6 148-6 N 82Y7960 = 
@ CIRHSE06T1812SCNF80M32V0 6 18-12 N 82Y7968 63.95 
@ CIRHSE06T16S1SCNF80M32V0 7 16S-1 N 82Y7962 59.38 
@ CIRHSE06T2015SCNF80M32V0 7 20-15 N 82Y7972 = 
@ CIRHSE06T2410SCNF80M32V0 7 24-10 N 82Y7978 = 
@ CIRHSE06T207SCNF80M32V0 8 20-7 N 82Y7974 = 
@ CIRHSE06T1819SCNF80M32V0 10 18-19 N 82Y7970 = 
@ CIRHSE06T32A13SCNF80M32V0 13 32-13 N 82Y7982 — 
@ CIRHSE06T2214SCNF80M32V0 19 22-14 N 82v7976 | 72.52 
@ CIRHSE06T3276SCNF80M32V0 19 32-76 N 82Y7984 = 
@ CIRHSE06T36A22SCNF80M32V0 22 36-22 N 82Y7986 = 
@ CIRHSE06T40A35SCNF80M32V0 35 40-35 N 82Y7990 = 
@ CIRHSE06T2821SCNF80M32V0 37 28-21 N 82Y7980 81.56 
@ CIRHSE06T3610SCNF80M32V0 48 36-10 N 82Y7988 18.79 
@ CIRHSEO6T40A60SCNF80M32V0 60 40-60 N 82Y7992 20.51 
PIM_5531615 


RIGHT ANGLE STRAIN RELIEF BACKSHELLS FOR Amphenol Ped 
MIL-C-5015 CRIMP, MIL-C-26482 SERIES II, AND 
MIL-C-83723 SERIES | & Il 
RoHS 
Osan 
Available 


== 


Black Olive Drab Cadmium 
Cable Price Each 
Mfg. Part No. Dia. Max. Stock No. 1-4+ 
Right Angle, Non Self Locking, Black Anodize Finish 
@ M85049/51-1-10A 10 7.26mm 03P3288 12.91 
@ M85049/51-1-14A 14 12.09mm 03P3294 = 
@ M85049/51-1-16A 16 15.9mm 03P3297 12.87 
@ M85049/51-1-18A 18 17.93mm 03P3300 14.08 
Right Angle, Non Self Locking, Nickel Finish 
@ M85049/51-1-8N 8 5.18mm 03P3319 12.62 
@ M85049/51-1-10N 10 7.26mm 03P3289 15.62 
@ M85049/51-1-14N 14 12.09mm 03P3295 16.30 
@ M85049/51-1-16N 16 15.9mm 03P3298 13.77 
@ M85049/51-1-18N 18 17.93mm 03P3301 14.08 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


CIRCULAR CONNECTORS 


RIGHT ANGLE STRAIN RELIEF BACKSHELLS FOR MIL-C-5015 CRIMP, STRAIGHT STRAIN RELIEF BACKSHELLS FOR MIL-C-5015 CRIMP, 
MIL-C-26482 SERIES Il, AND MIL-C-83723 SERIES | & II (CONT.) MIL-C-26482 SERIES Il, AND MIL-C-83723 SERIES | & Ill (CONT.) 
Shell Cable Price Each Shell Cable Price Each 
Mfg. Part No. Size Dia. Max. Stock No. 1-4+ Mfg. Part No. Size Dia. Max. Stock No. 1-4+ 
Right Angle, Non Self Locking, Nickel Finish Straight, Self Locking, Black Anodize Finish 
@ M85049/51-1-20N 20 21.41mm 03P3304 14.00 @ M85049/52S8A 8 5.18mm 03P3363 16.64 
@ M85049/51-1-24N 24 27.46mm 03P3310 15.15 @ M85049/52S10A 10 7.26mm 03P3321 17.15 
Right Angle, Non Self Locking, Olive Drab Finish @ M85049/52S14A 14 12.09mm 03P3327 18.17 
M85049/51-1-10W 10 7.26mm 03P3290 16.37 @ M85049/52S18A 18 17.93mm 03P3333 17.69 
M85049/51-1-12W 12 10.57mm 03P3293 16.71 @ M85049/52S22A 22 24.28mm 03P3339 19.34 
M85049/51-1-14W. 14 12.09mm 03P3296 13.10 Straight, Self Locking, Nickel Finish 
M85049/51-1-16W. 16 15.9mm 03P3299 17.47 @ M85049/52S10N 10 7.26mm 03P3322 20.57 
M85049/51-1-18W. 18 17.93mm 03P3302 17.90 @ M85049/52S12N 12 10.57mm 03P3325 21.19 
M85049/51-1-20W 20 21.11mm 03P3305 18.28 @ M85049/52S16N 16 15.9mm 03P3331 19.82 
M85049/51-1-22W 22 24.28mm 03P3308 14.58 @ M85049/52S18N 18 17.93mm 03P3334 Aver 
Right Angle, Self Locking, Nickel Finish @ M85049/52S20N 20 21.11mm 03P3337 18.21 
@ M85049/51S24N 24 27.46mm 03P3277 22.14 @ M85049/52S22N 22 24.28mm 03P3340 diver2 
Right Angle, Self Locking, Olive Drab Finish @ M85049/52S24N 24 27.46mm 03P3343 23.77 
M85049/51S8W 8 5.18mm 03P3287 19.54 Straight, Self Locking, Olive Drab Finish 
M85049/51S10W 10 7.26mm 03P3257 10.17 M85049/52S10W 10 7.26mm 03P3323 19.93 
M85049/51S12W 12 10.57mm 03P3260 — M85049/52S12W 12 10.57mm 03P3326 20.56 
M85049/51S14W 14 12.09mm 03P3263 20.94 M85049/52S14W 14 12.09mm 03P3329 13.74 
M85049/51S16W 16 15.9mm 03P3266 21.32 M85049/52S16W 16 15.9mm 03P3332 21.81 
M85049/51S20W 20 21.11mm 03P3272 222% M85049/52S20W 20 21.11mm 03P3338 23.12 
M85049/51S22W 22 24.28mm 03P3275 22.76 M85049/52S22W 22 24.28mm 03P3341 19.48 
PIM_133579 M85049/52S24W 24 27.46mm 03P3344 22.59 
M85049/52S28W 28 30.15mm 03P3347 29.27 
STRAIGHT STRAIN RELIEF BACKSHELLS FOR Amphenol Ped —!2#s#2s22W 22 ates 03P5360 40.45 
MIL-C-5015 CRIMP, MIL-C-26482 SERIES Il, AND M85049/52840W 40 38.1mm 03P3356 69.85 


MIL-C-83723 SERIES | & Ill PIM_133581 


4 RoHS 
i ae — SB CANNON MIL-C-38999 CONNECTORS yg 
vy 
ITT cannon 


Black Nickel Olive Drab Cadmium Series 1 9-98 9-35 11-98 11-35 
Shell Cable | Price Each Series II] _A98 A35 B98 B35 
Mfg. Part No. Size Dia. Max. Stock No. 1-44 Contacts 3#20 6-22 G-H20 13-#22 
Straight, Non Self Locking, Black Anodize Finish ay ( ) 
@ M185049/52-1-10A 10 7.26mm 03P3366 13.44 C | 
@ M85049/52-1-12A 12 10.57mm 03P3369 11.13 Series1 13-98 13-35 15-35 17-35 19-35 
@ M85049/52-1-14A 14 12.09mm 03P3372 14.33 Series Ill C98 C35 D35 E35 F35 
Contacts 10-#20 22-#22 37-#22  55-#22 66-#22 
@ M85049/52-1-16A 16 15.9mm 03P3375 11.76 
@ M85049/52-1-18A 18 17.93mm 03P3378 41.51 
@ M85049/52-1-20A 20 21.11mm 03P3381 11.85 
@ M85049/52-1-24A 24 27.46mm 03P3387 13.99 ) 
@ M85049/52-1-28A 28 30.15mm 03P3390 17.76 a B 
@ M85049/52-1-32A 32 31.75mm 03P3393 24.48 Series1 = 21-35 23-35 23-53 23-55 25-35 
: 7 : rar Series Ill G35 H35 H53 H55 J35 
Straight, Non Self Locking, Nickel Finish Contacts 79-#22 100-#22 53-420 —55-#20 128-#22 
@ M85049/52-1-8N 8 5.18mm 03P3409 11.39 Contact Arrangements 
@ M85049/52-1-10N 10 7.26mm 03P3367 10.86 
@ M85049/52-1-12N 12 10.57mm 03P3370 11.56 } ©) © 
@ M85049/52-1-14N 14 12.09mm 03P3373 41.92 
10 
@ M85049/52-1-16N 16 15.9mm 03P3376 11.63 wifis_48000 seaee MIL-C-38999 Series III 
@ M85049/52-1-18N 18 17.93mm 03P3379 15.18 Receptacle and Plug Receptacle and Plug 
@ M85049/52-1-20N 20 24.14mm 03P3382 15.66 MIL-C-38999 series connectors offer high-density contact arrangements in a miniature circular shell. Originally 
@ M85049/52-1-22N 22 24.28mm 03P3385 13.87 designed for the especially demanding requirements of today's high performance military and commercial 
aircraft, these connectors are finding their way into applications needing extremely reliable interconnections, 
@ M85049/52-1-24N 24 27.46mm 033388 16.79 crimp-style connectors. All connectors include: contacts, a plastic insertion/extraction tool and wire hole fillers. 
@ M85049/52-1-32N 32 31.75mm 03P3394 24.48 Features include: total environment sealing, wide operating temperature range, quick mating, three point 
@ M85049/52-1-36N 36 34.93mm 03P3397 33.85 bayonet coupling, 100% scoop-proof shell design and EMI-RFI shielding. Operating temperature: Finish B - 
Straight, Non Self Locking, Olive Drab Finish Olive drab chromate over cadmium over electroless nickel per QQ-P-416, -65°C to 175°C (-85°F to 347°F). 
ralgnt; Noniseln Locking, MiVe Grea rinis' Finish F - Electroless nickel per QQ-N-290, -65°C to 200°C (-85°F to 392°F). 
M85049/52-1-8W 8 5.18mm 03P3410 14.38 Features include: total environment sealing, wide operating temperature range, quick mating, triple lead 
M85049/52-1-10W 10 726mm 03P3368 12.38 threaded, self-locking coupling, 100% scoop-proof shell design and EMI-RFI shielding. Operating temperature: 
12 739 03P3371 Finish W - Olive drab chromate over cadmium over electroless nickel per QQ-P-416, -65°C to 175°C (-85°F 
M85049/52-1-12W om 12.70 to 347°F). Finish F - Electroless nickel per QQ-N-290, -65°C to 200°C (-85°F to 392°F). Inserts provided may 
M85049/52-1-14W 14 8.92mm 03P3374 11.11 be white or pink. 
M85049/52-1-16W. 16 15.9mm 03P3377 13.53 No. of Insert Insert Price Each 
M85049/52-1-18W. 18 17.93mm 03P3380 16.71 Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-44 
M85049/52-1-20W 20 21.11mm 03P3383 14.55 Straight Plug, Crimp Pin 
M85049/52-1-22W 22 24.28mm 03P3386 17.43 MS27467T11B35P 13 11-35 N 8109584 '97.62 
M85049/52-1-24W 24 27.46mm 03P3389 14.17 MS27467T13B35P 22 13-35 N 91B1107 216.09 
M85049/52-1-28W 28 30.15mm 03P3392 22.57 MS27467T17B35P 55 17-35 N 4000107 163.78 
M85049/52-1-32W 32 31.75mm 03P3395 31.20 MS27467T17F35P 55 17-35 N 90B7909 151.69 
M85049/52-1-40W 40 38.1mm 03P3401 49.84 MS27467T25B35P 128 25-35 N 13C3415 214.71 
M85049/52-1-44W 44 44.45mm 03P3404 65.50 
> CONTINUED > > CONTINUED > 
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CIRCULAR CONNECTORS 


CANNON MIL-C-38999 CONNECTORS (CONT.) ACCESSORIES FOR MIL-C-38999 SERIES |, Il, III AND IV CIRCULAR 
| No. of ingert ingert [Price Each CONNECTORS (CONT.) 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ Shell Cable Price Each 
Wall Mount Receptacle, Crimp Socket Mfg. Part No. Size Dia. Max. Stock No. 1-24+ 
MS27656T13B35S 22 13-35 N 91C6867 112.25 Right Angle, Non Self Locking, Nickel Finish 
MS27656T13F35S 22 13-35 N 9103824 121.65 @ M85049/47N14 14 11.6mm 9106896 — 
PIM_72459 @ M85049/47N16 16 15.6mm 9106897 —_ 
@ M85049/47N18 18 16.1mm 9106898 = 
MIL-DTL 38999 SERIES II] HERMETIC —) @ M85049/47N20 20 17.7mm 9106899 = 
CONNECTORS i — TE @ M85049/47N22 22 20.9mm 26C9874 = 
° Hermetically sealed connectivity DEUTSCH @ M85049/47N24 24 21.7mm 9106900 — 
¢ Environmentally sealed — Right Angle, Non Self Locking, Olive Drab Cadmium Finish 
© Screw thread 
@ Fixed solder pin contacts _Mesodoa7we BT 5m 916908 | 
@ EMI protection . ’ M85049/47W10 10 5.9mm 9106902 — 
@ QPL'd to MIL-DTL-38999 ; \\) M85049/39-11W "1 5.94mm 9106885 — 
Set cee aes sphiescteeailg eaten MaS049/47W12 te 8.3mm OSES = 
+ temperature + corrosion + fire). Receptacles feature M85049/39-13W 13 8.33mm 9106886 = 
Deutsch developed direct glass-to-metal sealing, nickel —— M85049/39-15W. 15 41.61mm 9106887 = 
contals These receptacles mate wih allqualied 238009 M85040/39-177 "7 ‘6.6m ICES = 
series Ill plugs. Shell material: stainless steel. Insert material: fused vitreous (glass). Operating temperature: M85049/47W18 18 16.1mm 9106905 -—- 
-65°C to +200°C. Salt spray resistance: 500h. Vibrations tests: 43G variable at 200°C from 10 to 2000Hz. M85049/39-19W 19 16.14mm 9106889 = 
No. of Insert Insert Price Each M85049/47W20 20 17.7mm 9286330 = 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-9+ M85049/39-21W. 21 17.73mm 9106890 — 
Box Mount Receptacle, Solder Pin, A Keying M85049/47W22 22 20.9mm 91C6906 = 
D38999/21YA98PA 3 9-98 A 88W4493 97.91 M85049/39-23W 23 20.9mm 9106891 —_ 
Box Mount Receptacle, Solder Pin, N Keying M85049/47W24 24 24.7mm 9106907 = 
138999/21YAQBPN 3 9-98 N 38w4494 = ~wesoago-2w  +*| 25 ~«|~SCiate7mm~—«|~=Ssitceso2 Ss] 
D38999/21YB98PN 6 11-98 N 88W4495 aa Straight, Non Self Locking, Nickel Finish 
D38999/21YA35PN 6 9-35 N 88W4492 — @ M85049/49-2-8N 8 5.9mm 50B9195 = 
D38999/21YC98PN 10 13-98 N 88W4497 147.62 @ M85049/49-2-10N 10 5.9mm 92B5657 13.76 
D38999/21YC35PN 22 13-35 N 88W4496 = @ M85049/49-2-12N 12 8.3mm 93B4910 = 
D38999/21NC35PN 22 13-35 N 88w4490 se @ M85049/49-2-14N 12 41.6mm 93B3582 = 
D38999/21NH35PN 100 23-35 N 88W4491 275.95 @ M85049/49-2-20N 20 17.7mm 88F3545 = 
Jam Nut Receptacle, Solder Pin, N Keying @ M85049/49-2-22N 22 20.9mm 93B4905 = 
D38999/23YB35PN 13 11-35 N 475778 = “@gso49/49-2-204N..  +| +24 +| 217mm | SOBoI94 | — 
D38999/23NC35PN 22 13-35 N 88Ww4498 = Straight, Non Self Locking, Olive Drab Cadmium Finish 
D38999/23YC35PN 22 13-35 N 88W4500 _ M85049/49-2-8W 8 5.9mm 93B3497 es 
D38999/23YE26PN 26 17-26 N 88W4502 181.75 M85049/38-9W 9 5.94mm 0709118 eS 
D38999/23YD35PN 37 15-35 N 88W4501 — M85049/49-2-10W 10 5.9mm 90B6404 a 
D38999/23YE35PN 55 17-35 N 88W4503 = M85049/38-114W 1 5.94mm 90B2893 oe 
D38999/23YF35PN 66 19-35 N 88W4504 307.07 M85049/49-2-12W. 12 8.3mm 2006370 ee 
Solder Mount Receptacle, Solder Pin, N Keying M85049/38-13W 43 8.33mm 3402446 a 
D38999/25YA98PN 3 9-98 N 88W4507 i M85049/49-2-14W 14 1.6mm 0108412 a 
D38999/25NA35PN 6 9-35 N 88W4505 ca M85049/38-15W. 15 11.61mm 90B2573 a 
D38999/25NB35PN 13 11-35 N 88W4506 aa M85049/49-2-16W 16 15.6mm 88F3925 a 
PIM_210099 M85049/38-17W 17 15.6mm 97B0134 _ 
TT M85049/49-2-18W 18 16.1mm 90B6435 55.60 
ACCESSORIES FOR MIL-C-38999 SERIES I, Il, IIT ANDIV SUNBANK M85049-38-19W 19 16.1mm 50B1472 a 
CIRCULAR CONNECTORS M85049/49-2 20W 20 17.7mm 18C5338 = 
oN M85049/38-21W 21 17.73mm 99B1011 = 
Esterline® M85049/49-2-22W 2 20.9mm 0106657 = 
M85049/38-23W 23 20.9mm 90B2964 = 
J M85049/49-2-24W 24 21.7mm 91B2010 es 
P M85049/38-25W 25 21.67mm 97B3315 ae 
ban 4 4 Straight, Self Locking, Nickel Finish 
4 ’ Ps @ M85049/49-2-16N 14 15.6mm 25C5210 = 
=a Ys @ M85049/49-2-18N 16 16.1mm 23C6912 os 
__ Straight Right-Angle Dust Cap for Dust Cap for Price Each 
Strain Relief Backshell Strain Relief Backshell Series | and II Receptacles — I Mfg. PartNo. _ | Accessory Type For Use With StockNo.| 1-1-9 _ 
NoD38999/32W13N Dust Cap MIL-C-38999 cr Shell Size 13] 01H7630 — 
lugs 
NoD38999/33W25R Dust Cap MIL-C-38999 Series Shell Size 25) 02H4646 oc 
Flanged Receptacles 
NoD38999/32W11N Dust Cap MIL-C-38999 a Il Shell Size 11] 04H1627 = 
_ lugs 
Dust Cap for Dust Cap for NoD38999/32W15N Dust Cap MIL-C-38999 Series Shell Size 15] 04H1628 = 
Series III Series Ill Plugs 
Receptacles Plugs NoD38999/32W17N Dust Cap MIL-C-38999 Series Shell Size 17] 04H1629 eos 
Straight and right-angle metal strain relief backshells available in olive drab chromate over cadmium over Plugs 
nickel finish (1000-hr. salt spray) or electroless nickel finish (fluid-resis| fant). Metal dust caps for plugs and NoD38999/32W19N Dust Cap MIL-C-38999 Series Shell Size 19] 04H1630 aR 
Mll-38909 milly spectatns, Used wih T/Cannon MIL-C-36509 connectors, Sourau MIL-C38009 elise 
connectors and arngnientl Amphi-Lite Commercial Series Ill connectors. NoD38999/32W23N Dust Cap —_ MIL-C-38999 Be Shell Size 23) 04H1631 oe 
Shell Cable |Price Each = “\io38999/32W25N]  DustCap | MIL-C-38999 Series Ill Shell Size 25] o4Hte32| 
Mfg. Part No. Size Dia. Max. Stock No. 1-24+ Plugs 
Right Angle, Non Self Locking, Nickel Finish NoD38999/32W9N Dust Cap _| MIL-C-38999 Series III Shell Size 9 Plugs | 04H1633 = 
@ M85049/47N8 8 5.9mm 9106901 —_ NoD38999/33W23R Dust Cap MIL-C-38999 Series Shell Size 23] 04H1638 eee 
@ M85049/47N10 10 5.9mm 9106894 —< Flanged Receptacles 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 


CIRCULAR CONNECTORS 


ACCESSORIES FOR MIL-C-38999 SERIES |, Il, III AND IV CIRCULAR 


STRAIGHT STRAIN RELIEF BACKSHELLS FOR MIL-C-38999 SERIES III & 


CONNECTORS (CONT.) IV CONNECTORS (CONT.) 
Price Each Shell Cable Price Each 
Mfg. Part No. Accessory Type For Use With Stock No.|  1-1-9+ Mfg. Part No. Size Dia. Max. Stock No. 1-4+ 
NoMS27501B11C Dust Cap MIL-C-38999 Series | Shell Size 11 Plugs | 04H1975 —_ Black Anodized Finish 
NoMS27501B13C Dust Cap MIL-C-38999 Series | Shell Size 13 Plugs | 04H1976 == @ M85049/38-9A 9 5.94mm 03P3198 12.27 
NoMS27501B15C Dust Cap MIL-C-38999 Series | Shell Size 15 Plugs | 04H1977 = @ M85049/38-11A 1 5.94mm 03P3174 7.89 
NoMS27501B17C Dust Cap _ | MIL-C-38999 Series | Shell Size 17 Plugs | 04H1978 om @ M85049/38-13A B 333mm 03P3177 14.47 
NoM$27501B21C DustCap _| MIL-C-38999 Series | Shell Size 21 Plugs | 04H1980 a © 85049/38-15A 15 161mm 03P3180 GaN 
NoMS27501B23C Dust Cap MIL-C-38999 Series | Shell Size 23 Plugs | 04H1981 ets @ M85049/38-17A 7 5.6mm 03P3183 15.54 
NoMS27501B25C Dust Cap MIL-C-38999 Series | Shell Size 25 Plugs | 04H1982 = © M85049/38-19A 19 6.1mm 03P3186 13.31 
Rasoc_[ “te WC Senet Sei [BOE = ai | sem — | — eri — [a 
~ Flanged Receptacles @ M85049/38-23A 23 20.9mm 03P3192 14.21 
NoMS27502B13C DustCap | MIL-C-38999 Series | Shell Size 13] 04H1985 = @ M85049/38-25A 25 21.67mm 03P3195 18.34 
Flanged Receptacles Black Anodized Finish, Self Locking 
NoMS27502B17C Dust Cap MIL-C-38999 Series | Shell Size 17] 04H1986 eas @ M85049/38S11A 1 5.94mm 03P3147 16.69 
Flanged Receptacles Nickel Finish 
NoMS27502B19C Dust Cap M cee cad Size 19} 04H1987 — @ M85049/38-9N 9 594mm 03P3199 11.73 
NoMS27502B23c | DustCap | MIL-C-38099 Series | Shell Size 23| o4Hi988] © M85049/38-11N ul 5.94mm OSESIS, 9.12 
Flanged Receptacles @ M85049/38-13N 13 8.33mm 03P3178 11.65 
NoMS27502B25C Dust Cap MIL-C-38999 Series | Shell Size 25) 04H1989 eas @ M85049/38-15N 15 11.61mm 03P3181 12.50 
Flanged Receptacles @ M85049/38-17N 7 15.6mm 03P3184 12.95 
NoMS27502B9C DustCap | MIL-C-38999 Series | Shell Size 9] 04H1990| — --- © M85049/38-19N 19 ‘16 Anim 03P3187 a8 
Flanged Receptacles 
NoMS27502B21C |  DustCap |MIL-C-38999 Series | Shell Size 21| 93B2850| se Mant gIobr2IN a 1 Emin USES10 13.90 
Flanged Receptacles @ M85049/38-23N 23 20.9mm 03P3193 14.93 
NoMS27502B15C Dust Cap MIL-C-38999 Series | Shell Size 15} 95C0141 ee @ M85049/38-25N 25 21.67mm 03P3196 16.04 
Flanged Receptacles Nickel Finish, Self Locking 
NoD38999/32W21N| DustCap | MIL-C-38999 ie ! | Shell Size 21] 95C3235 = @ M85049/38S9N 9 594mm 03P3172 12.88 
NoD38999/33W21R Dust Cap MIL-C-38999 Series Ill Shell Size 21] 9705026 — SMSSOIESeS1IN a osm OSES lea 
Flanged Receptacles @ M85049/38S13N 13 8.33mm 03P3151 16.78 
NoD38999/33W15R|  DustCap | MIL-C-38999 Series Ill Shell Size 15] 9705031 a @ M85049/38S15N 15 11.61mm 03P3154 17.90 
Flanged Receptacles @ M85049/38S17N 17 15.6mm 03P3157 18.48 
PIM_142262 @ M85049/38S19N 19 16.1mm 03P3160 19.18 
@ M85049/38S21N 21 17.73mm 03P3163 19.89 
STRAIGHT STRAIN RELIEF BACKSHELLS FOR Amphenol Pcd  _28=0#0/8s23N 23 20.9mm 03P3166 21.36 
MIL-C-38999 SERIES Il CONNECTORS @ M85049/38S25N 25 21.67mm 03P3169 20.25 
a SB , Olive Drab Finish 
; Compliant 
Available M85049/38-9W 9 5.94mm 03P3200 11.93 
M85049/38-11W 1 5.94mm 03P3176 11.88 
M85049/38-13W 18 8.33mm 03P3179 12.59 
7% M85049/38-15W. 15 11.61mm 03P3182 12.97 
= M85049/38-17W. 17 15.6mm 03P3185 14.24 
Nickel Olive Drab Cadmium M85049/38-19W. 19 16.14mm 03P3188 11.67 
Shell Cable Price Each M85049/38-21W 21 17.73mm 03P3191 12.09 
Mfg. Part No. Size Dia. Max. Stock No. 1-4+ M85049/38-23W 23 20.9mm 03P3194 18.78 
Straight, Non Self Locking, Nickel Finish M85049/38-25W 25 21.67mm 03P3197 16.77 
@ M85049/49-2-12N 7/12 10.57mm 07P3717 9.89 Olive Drab Finish, Self Locking 
@ M85049/49-2-8N 8 518mm 07P3724 10.05 M85049/38S9W 9 5.94mm 03P3173 17.69 
@ M85049/49-2-10N 10 7.26mm 07P3716 10.33 M85049/38S11W. 1 5.94mm 03P3149 17.40 
@ M85049/49-2-14N 12/14 12.09mm 07P3718 13.96 M85049/38S13W 13 8.33mm 03P3152 14.62 
@ M85049/49-2-16N 19/16 15.9mm 07P3719 14.47 M85049/38S15W 15 11.61mm 03P3155 16.43 
@ M85049/49-2-22N 22 24.28mm 07P3722 16.71 M85049/38S17W 17 15.6mm 03P3158 18.78 
@ M85049/49-2-24N 24 27.46mm 07P3723 14.95 M85049/38S19W 19 16.1mm 03P3161 22729) 
@ M85049/49-2-18N 27/18 17.93mm 07P3720 15.01 M85049/38S21W 21 17.73mm 03P3164 23.11 
@ M85049/49-2-20N 37/20 21.11mm 07P3721 15.59 M85049/38S23W 23 20.9mm 03P3167 23.19 
Straight, Non Self Locking, Olive Drab Cadmium Finish M85049/38S25W 25 21.67mm 03P3170 26.67 
M85049/49-2-12W 712 10.57mm 04P6331 14.90 PIM_133497 
M85049/49-2-8W 8 5.18mm 04P6345 9.12 
M85049/49-2-10W. 10 7.26mm 04P6329 14.36 
M85049/49-2-14W 12114 12.09mm 04P6333 12.00 or etal ar ral BACKSHELLS FOR Amphenol Pcd 
M85049/49-2-16W. 19/16 15.9mm 04P6335 12.67 RoHS 
M85049/49-2-22W 22 24.28mm 04P6341 17.54 Soper 
M85049/49-2-24W 24 27.46mm 04P6343 18.80 
M85049/49-2-18W 27/18 17.93mm 04P6337 16.50 
M85049/49-2-20W 37/20 21.11mm 04P6339 13.55 
PIM_166279 = 


STRAIGHT STRAIN RELIEF BACKSHELLS FOR 
MIL-C-38999 SERIES III & IV CONNECTORS 


at 


Black 


1.800.463.9275 © newark.com 


Amphenol Pcd 


RoHS — 
Compliant 
Available 


Olive Drab Cadmium 


> CONTINUED > 


Black Nickel Olive Drab Cadmium 
Shell Cable Price Each 
Mfg. Part No. Size Dia. Max. Stock No. 1-4+ 
Black Anodized Finish 
@ M85049/39-11A 11 5.94mm 03P3228 14.86 
@ M85049/39-13A 13 8.33mm 03P3231 15.25 
@ M85049/39-15A 15 11.61mm 03P3234 13.39 
@ M85049/39-17A 17 15.6mm 03P3237 15.98 
> CONTINUED > 
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CIRCULAR CONNECTORS 


RIGHT ANGLE STRAIN RELIEF BACKSHELLS FOR MIL-C-38999 SERIES III EN2997, MIL-DTL-83723 SEALED, SELF-LOCKING ELECTRICAL ENGINE 


& IV (CONT.) CIRCULAR CONNECTORS (CONT.) 
Shell Cable Price Each No. of Insert Insert Price Each 
Mfg. Part No. Size Dia. Max. Stock No. 1-4+ Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-9+ 
Black Anodized Finish Straight Plug, Crimp Socket, 200° C, RFI 
@ M85049/39-21A 21 17.73mm 03P3243 16.76 @ EN2997S60803FN 3 8-3 N 90T0687 97.85 
@ M85049/39-25A 25 21.67mm 03P3249 16.94 @ EN2997S61005FN 5 10-5 N 90T0688 81.95 
Black Anodized Finish, Self Locking @ EN2997S61212FN 12 12-12 N 90T0690 111.90 
@ M85049/39S11A 1 5.94mm 03P3201 20.40 Straight Plug, Crimp Socket, 260° C Cyclic 
@ M85049/39S25A 25 21.67mm 03P3222 25.40 @ EN2997KE61005FN 5 10-5 N 90T0662 97.60 
Nickel Finish @ EN2997KE61212FN 12 12-12 N 90T0663 88.46 
@ M85049/39-9N 9 5.94mm 03P3253 13.82 Straight Plug, Crimp Socket, 260° C Cyclic, RFI 
@ M85049/39-11N 11 5.94mm 03P3229 14.86 @ EN2997SE61203FN 3 12-3 N 90T0678 111.04 
@ M85049/39-13N 13 8.33mm 03P3232 18.30 @ EN2997SE60803FN 3 8-3 N 90T0675 W320 
@ M85049/39-15N 15 11.61mm 03P3235 14.31 @ EN2997SE61005FN 5 10-5 N 90T0676 82.56 
@ M85049/39-17N 17 15.6mm 03P3238 14.65 @ EN2997SE61006FN 6 10-6 N 90T0677 ae 
@ M85049/39-19N 19 16.1mm 03P3241 16.39 @ EN2997SE61212FN 12 12-12 N 90T0679 103.45 
@ M85049/39-23N 23 20.9mm 03P3247 17.64 Wall Mount Receptacle, Crimp Pin, 200° C 
@ M85049/39-25N 25 21.67mm 03P3250 16.94 @ EN2997S00803MN 3 8-3 N 90T0681 59.09 
Nickel Finish, Self Locking @ EN2997S01212MN 12 12-12 N 90T0684 88.24 
@ M85049/39S11N "1 5.94mm 03P3202 18.70 Wall Mount Receptacle, Crimp Pin, 260° C Cyclic 
@ M85049/39S15N 15 11.61mm 03P3208 19.62 @ EN2997SE01203MN 3 12-3 N 90T0672 90.10 
@ M85049/39S17N 17 15.6mm 03P3211 20.10 @ EN2997SE00803MN 3 8-3 N 90T0669 80.06 
@ M85049/39S19N 19 16.1mm 03P3214 22.48 @ EN2997SE01006MN 6 10-6 N 90T0671 55.47 
@ M85049/39S25N 25 21.67mm 03P3223 25.40 @ EN2997SE01212MN 12 12-12 N 90T0673 77.32 
Olive Drab Finish PIM_202151 
M85049/39-11W 11 5.94mm 03P3230 19.64 —_—_—___eeeeee 
eee us seal ae 20.09 __ _MILITARY-GRADE CABLE CLAMPS FOR CIRCULAR SUNBANK 
M85049/39-15W 15 11.61mm 03P3236 15.77 CONNECTORS ee 
M85049/39-17W 17 15.6mm 03P3239 16.16 = 
M85049/39-19W 19 16.1mm 03P3242 16.54 Esterlines 
(ConnectionTechnologies 
M85049/39-21W 21 17.73mm 03P3245 16.53 ° 
M85049/39-23W 23 20.9mm 03P3248 17.79 
M85049/39-25W 25 21.67mm 03P3251 17.06 
Olive Drab Finish, Self Locking 
M85049/39S9W 9 5.94mm 03P3227 21.87 
M85049/39S11W "1 5.94mm 03P3203 228) . 
M85049/39S15W 15 11.61mm 03P3209 27.24 MS27291-2 
M85049/39S17W 47 45.6mm 03P3212 22.09 Straight aluminum alloy cable clamps support cable or wire at the plug or receptacle and prevent twistng and 
19 16.1 03P3215 pulling. Anodized in accordance with MIL-A-8625 or suitable hard anodizing process to meet the performance 
M85049/39S19W mm 28.58 requirements of MIL-DTL-26500 and MIL-DTL-83723. All threads are in accordance with FED-STD-H28. 
M85049/39S23W 23 20.9mm 03P3221 26.63 Ideal for use with Class R and F MIL-DTL-83723 circular connectors including Cinch® Omega C48 series/ 
M85049/39S25W 25 21.67mm 03P3224 21.47 MIL-C-26500 cylindrical connectors; ordered separately, go online or call. 
PIM_133578 Shell Cable Price Each 
Mfg. Part No. Size Dia. Max. Stock No. 1-49+ 
45 MS27291-13 8 4.724mm 5513325 = 
BN 2097, MIE-DIIL S320 SEALED, @ MSs27291-1 10 6.858mm 7209064 = 
SELF-LOCKING ELECTRICALENGINE 
CIRCULAR CONNECTORS =~ — @ ms27291-2 12 10.46mm 67C3305 == 
Ronneceney, ao @ MS27291-3 14 11.684mm 75M4799 30.69 
Gee iimoian @ MS27291-4 16 15.494mm 75M4800 25.65 
Avaliable" @ MS27291-5 18 47.526mm 892092 18.98 
@ MS27291-14 20 20.726mm 29K8931 33.12 
@ MS27291-6 22 23.876mm 75M4801 24.67 
MS27291-15 24 27.076mm 90T6599 25.45 
Sealed Plug Sealed Square Flange PIM_203431 
Receptacle 
Features: generations of wires = 
© Stainless steel shell @ High temperature class: +200°C or +260°C CONTACTS FOR eal 
@ Thermo-setting and silicone insert — normal Standards and Quality Approvals: MIL-DTL-26500 CONNECTORS => 
keying position @ EN 2997 connectivity DEUTSCH 
@ Removable, gold-plated crimp contacts @ In accordance with MIL-DTL-83723 (MIL-C-83723) 
® Self-locking system on all plugs Series Ill 
© Screw threaded coupling is environmentally sealed @ In accordance with NF-L-54143 f 
@ Anti-rotation system on 360° by tightening © SAE AS39029 (MIL-C-39029) | 
© Long-duration salt spray resistance: 500 hours @ EN 3155 { 
@ Shell-to-shell metal bottoming (plug and receptacle @ ESC30 
mated) © SBAC ESC10 
@ Reduced elastomer barriers to use new and old ® Boeing BACC63 
983 series fine-threaded, sealed electrical circular connectors with secure self-locking feature are ideally suited : 
for aircraft engines, boosters, breaking systems, landing under carriages, APU and pylon applications. Designed 
for use in harsh environment areas. Sealed straight plugs and square flanged, wall mount receptacles are 
intermateable and interchangeable with connectors in accordance with MIL-DTL-83723 (MIL-C-83723). Sealed F 
straight plugs with RFI grounding fingers offer electrical continuity between plug and receptacle. 
No. of Insert Insert Price Each AWG AWG Contact Price Each 
: Mfg. Part ul Contacts Argmt. Rotation Stock No. 1-9+ Mfg. Part No. Max Min Plating Stock No. 1-9+ 
Straight Plug, Crimp Socket, 200° C Crimp, Pin 
@ EN2997K61005FN 5 10-5 N 9070665 m7 @ M39029/31-229 16AWG ] 20AWG | GoldPlated Contacts | 61R9102 a 
@ EN2997K61415FN - 11 N yee) ill los © M39029/31-240 20AWG | 24AWG | GoldPlated Contacts |  61R9103 a 
@ M39029/31-627 20AWG 24AWG Gold Plated Contacts 61R9104 1.03 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 


CIRCULAR CONNECTORS 


CONTACTS FOR CANNON TYPES KPSE AND KPT MIL-C-26482 SERIES 1 MINIATURE 
MIL-DTL-26500 CONNECTORS (CONT.) SEALED CONNECTORS WITH CRIMP OR SOLDER CONTACTS (CONT.) 
AWG AWG Contact | Price Each No. of Insert Insert Price Each 
Mfg. Part No. Max Min Plating Stock No. 1-9+ Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ 

Crimp, Socket Straight Plug, Solder Pin 

@ M39029/32-248 16AWG 20AWG Gold Plated Contacts 61R9106 3.05 MS3116F8-4P 4 8-4 N 93F3374 — 

@ M39029/32-260 20AWG 24AWG Gold Plated Contacts 61R9108 — MS3116F10-6P 6 10-6 N 93F3376 — 
PIM_166296 MS3116F12-10P 10 12-10 N 93F3378 = 
a Straight Plug, Solder Socket 
CANNON TYPES KPSE AND KPT MS3116F10-6S 6 10-6 N 93F3377 = 
MIL-C-26482 SERIES 1 MINIATURE Y —MSstt6rt 2108 
SEALED CONNECTORS WITH CRIMP OR bad | T T cannon MS3116F14-19S 19 14-19 N 93F3381 66.22 
SOLDER CONTACTS PIM_8622 


Shell Size 8 Shell Size 10 Shell Size 12 


8-3 8-4 


CONTACTS FOR MIL-DTL-26482 SERIES | mB 
| AND Il CONNECTORS i — 


s 10-6 12-3 12-10 
3-420 4-420  6-#20 3446 10-#20 conn ee. an 
(For Solder 
Contacts Only) 
Shell Size 14 "| 
14-5 14-15 14-19 if 
5-#16 14-#20 1-#16 19-#20 


Shell = 20 an - P é / \ Ly \ 


AWG AWG Contact Price Each 
20-41 Mfg. Part No. Max Min Plating Stock No. 1-9+ 
41-420 Crimp, Pin 
Contact Arrangements 
Mating Face View of Pin Insert @ M39029/4-113 12AWG 14AWG Gold Plated Contacts 61R9112 2.58 
M39029/31-228 16AWG 20AWG Gold Plated Contacts 61R9101 = 
@ M39029/4-111 1eAwG | 20AWG | Gold Plated Contacts | 61R9110 0.84 
- @ M39029/4-112 20AWG 24AWG ie 61R9111 3.01 
@ M39029/31-240 20AWG 24AWG Gold Plated Contacts 61R9103 sa 
@ M39029/4-110 20AWG 24AWG Gold Plated Contacts 61R9109 0.83 
Crimp, Socket 
Straight Plug Box Mount Receptacle @ M39029/5-118 12AWG 14AWG Gold Plated Contacts 61R9116 2.66 
Environmentally sealed plugs and receptacles offer high-density contact arrangements in a miniature circular M39029/32-247 16AWG | 20AWG Gold Plated Contacts 61R9105 1.98 
metal shell. Meet all MIL-C-26482 requirements and are intermateable, intermountable, and interchangeable @ M39029/5-116 46AWG 20AWG Gold Plated Contacts 61R9114 4.12 
with all MIL-C-26482 connectors, crimp or solder style. Feature aluminum alloy body with olive drab chromate 
over cadmium finish. Polycholoroprene insulators. Copper alloy crimp or solder pin and socket contacts with © M39029/5-119 1GAWG 20AWG Gold Plated Contacts 61R9117 4.91 
gold plating per MIL-G-45204 Type II. Plugs with pin contacts mate with socket contact receptacles and plugs M39029/5-115 20AWG 24AWG Gold Plated Contacts 61R9113 (18) 
with socket contacts mate with pin contact receptacles. Quick disconnect bayonet coupling for rapid positive @ M39029/5-117 20AWG 24AWG Gold Plated Contacts 61R9115 o7 
mating and unmating. Moisture sealing is achieved by 4 seals: shell, peripheral, interfacial and wire. 500 cycles 
minimum mating life. Operating temperature: -55°C to +125°C. Order mfg. part no. KPSE-KIT crimp tool kit PIM_203737 
separately below when ordering crimp connectors. NOTE: Shell size 8 layout is only available in solder type. 
No. of Insert Insert | Price Each DUST CAPS FOR MIL-C-26482 SERIES | AND II SUNBANK 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ CIRCULAR CONNECTORS 

Box Mount Receptacle, Crimp Pin ce 
MS3122E12-3P 3 12:3 N 66F8929 = Esterlines 
MS3122E14-5P 5 14-5 N 66F8930 = ae 
MS3122E10-6P 6 10-6 N 66F8931 = Gepsinpiat 

vailable 
MS3122E12-10P 10 12-10 N 66F8932 ae : 

Box Mount Receptacle, Crimp Socket 
MS3122E14-5S 5 14-5 N 66F8832 ae 
MS3122E12-10S 10 12-10 N 66F8834 = 
MS3122E14-19S 19 14-19 N 66F8835 ents 

Box Mount Receptacle, Solder Pin 
MS3112E10-6P 6 10-6 N 93F3384 ane 
MS3112E12-10P 10 12-10 N 93F3386 aa Dust Cap For Receptacles Dust Cap For Plugs 
MS3112E14-15P 15 14-15 N 16F3637 _ Designed to be used with MIL-C-26482 Series | and II circular connectors. MS3180 series are used to 

Box Mount Receptacle, Solder Socket protect plug mfg. part no. MS3116 and right-angle 08 style connectors; ordered separately. Go online or call. 
MS3112E 12-38 3 12.3 N 16F3640 MS3181*C series are used to protect MS3110 and MS3112 series receptacles; ordered separately. Go online 

: = or call. MS3181*N series are used to protect MS3114 series jam nut receptacles; ordered separately. Go online 
MS3112E12-10S 10 12-10 N 93F3387 = or call. All are made of aluminum alloy and furnished with a sash chain. Available in two platings; olive drab 
MS3112E14-15S 15 14-15 N 16F3641 44.18 chromate over cadmium and black anodized. 

Straight Plug, Crimp Pin For Use Price Each 
MS3126F12-3P 3 12-3 N 66F8818 = Mfg. Part No. Type With Stock No. 1-9+ 
MS3126F14-5P 5 14-5 N 66F8819 2 Aluminium Alloy Body, Black Anodized Finish 
MS3126F10-6P 6 10-6 N 66F8917 ae @ MS3181-12NA | Dust Cap | Bayonet Circular Jam Nut Receptacles, Shell Size | 90B2779 a 
eee ali z =! q Lebel = Dust Cap| Bayonet Circular Jam Nut Receptacles, Shell Size | 9483798 
MS-3116F16-26P 26 16-26 N 50B1323 = @ MS3181-14NA | Dust Cap | Bayonet Circular Jam a ‘eceptacles, Shell Size 31.33 

Straight Plug, Crimp Socket © MS3180-12CA | Dust Cap Bayonet Circular Plugs, Shell Size 12 9685237 | 
MSS126F 14:58 7 16 N eORSE2S) = @ MS3180-14CA | Dust Cap Bayonet Circular Plugs, Shell Size 14 9587318 | 
MSSi20F Ir6s . 106 N ebSE2G = © MS3180-16CA | Dust Cap Bayonet Circular Plugs, Shell Size 16 2008416 | 26.73 

—Msai2erte-26s | 6 |G | eohizbe a @ MS3180-18CA | Dust Cap Bayonet Circular Plugs, Shell Size 18 25c1440 | 
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1.800.463.9275 ¢ newark.com elementiu 353 


CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


CIRCULAR CONNECTORS 


DUST CAPS FOR MIL-C-26482 SERIES | AND Il CIRCULAR CONNECTORS APD CONNECTOR SERIES (DIN 72585) (CONT.) 


(CONT.) No. of Contact Price Each 
For Use Price Each Mfg. Part No. Contacts Type Stock No. 1-24+ 
Mfg. Part No. Type With Stock No. 1-9+ Cable Mount Plug, PBT (Polybutylene Terephthalate), Glass Filled Body, Blue 
Aluminium Alloy Body, Black Anodized Finish APD-14BS7 7 Crimp Socket - Contacts Not Supplied 2079711 2.37 
@ MS3180-20CA | Dust Cap Bayonet Circular Plugs, Shell Size 20 94B5622 _ Cable Mount Plug, PBT (Polybutylene Terephthalate), Glass Filled Body, Blue, High Power 
@ MS3180-22CA | Dust Cap Bayonet Circular Plugs, Shell Size 22 91B5334 — APD 121583-84 2 Crimp Socket - Contacts Not Supplied 35P3007 11.34 
@ MS3181-10CA} Dust Cap| Bayonet Circular Wall Receptacles, Shell Size 10 | 91B2941 = Cable Mount Plug, PBT (Polybutylene Terephthalate), Glass Filled Body, Green 
@ MS3181-12CA| Dust Cap} Bayonet Circular Wall Receptacles, Shell Size 12 | 91B2946 — @ 121583-0002 4 Crimp Socket - Contacts Not Supplied | 6474711 8.99 
@ MS3181-14CA | Dust Cap | Bayonet Circular Wall Receptacles, Shell Size 14 | 50B9168 | 29.15 Cable Mount Plug, PBT (Polybutylene Terephthalate), Glass Filled Body, Grey 
@ MS3181-16CA| Dust Cap} Bayonet Circular Wall Receptacles, Shell Size 16 | 6701525 = @ 121583-0001 4 Crimp Socket - Contacts Not Supplied 6474710 10.51 
@ MS3181-18CA | Dust Cap} Bayonet Circular Wall Receptacles, Shell Size 18 | 88F4364 _ Cable Mount Plug, PBT (Polybutylene Terephthalate), Glass Filled Body, Grey, High Power 
Aluminium Alloy Body, Olive Drab Cadmium Finish APD 121583-83 2 Crimp Socket - Contacts Not Supplied | 82H6293 11.68 
MS3181-12N | Dust Cap | Bayonet Circular Jam Nut Receptacles, Shell Size | 50B1432 _ Cable Mount Plug, PBT (Polybutylene Terephthalate), Glass Filled Body, Orange, High Voltage 
= ale APD-59BS-HV 4 Crimp Socket - Contacts Not Supplied | 2079738 | 12,09 
MS3180-10C | Dust Cap Bayone' Siete Plugs, Shell Size 10 92B7470 — APD-69BS-HV q Crimp Socket - Contacts Not Supplied 2079741 13.44 
MS3180-12C | Dust Cap Bayonet Circular Plugs, Shell Size 12 90B9515 = Cable Mount Plug, PBT (Polybutylene Terephthalate) Body, Blue 
MS3180-14C | Dust Cap Bayonet Circular Plugs, Shell Size 14 93B9709 = © 121583-0012 1 Crimp Socket - Contacts Not Supplied 14C4156 731 
MS3180-16C | Dust Cap Bayonet Circular Plugs, Shell Size 16 25C8141 = @ 121583-0003 4 Crimp Socket - Contacts Not Supplied 72.5995 ae 
MS3180-18C | Dust Cap Bayone oe Plugs, Shel ous 18 13C2769 = Cable Mount Plug, PBT (Polybutylene Terephthalate) Body, Red 
MS3180-20C | Dust Cap Bayone Citculat Plugs, Shel _ 20 91B9529 — @ 121583-0013 1 Crimp Socket - Contacts Not Supplied | 4404157 8.33 
MS3180-22C_| Dust Cap Bayonet Circular Plugs, Shell Size 22 GIB = Flange Mount Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Black 
MS3180-24C | Dust Cap Bayonet Circular Plugs, Shell Size 24 7108360 — APD-1AP-K2 4 Crimp Pin - Contacts Not Supplied 82H6296 4.03 
MS3180-8C | Dust Cap Bayonet Circular Plugs, Shell Size 8 98B1524 — APD-1AP6 6 Crimp Pin - Contacts Not Supplied 2079696 5415 
MS3181-12C |DustCap| Bayonet Circular Wall Receptacles, Shell Size 12 | 90B4838 — 121583-0020 7 Crimp Pin - Contacts Not Supplied 03K3786 or 
MS3181-14C_|Dust Cap] Bayonet Circular Wall Receptacles, Shell Size 14_JEQUEG236 = Flange Mount Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Black, Front 


PIM_142264 Panel Mounting 
APD-1AP19S-F 19 Crimp Pin - Contacts Not Supplied 20T9692 24.09 
APD CONNECTOR SERIES (DIN 72585) ca Mount Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Black, High 
Y | T T cannen APD-7AP-H 1 Crimp Pin - Contacts Not Supplied 2079742 6.75 
Flange Mount Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Black, Press- 
c In Contacts 
APD-1AP6EP 6 Crimp Pin - Contacts Not Supplied 20T9697 5.21 
APD-1AP7EP ie Crimp Pin - Contacts Not Supplied 2079698 5.21 
Flange Mount Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Black, Rear 
Panel Mounting 
Gaia - . APD-1AP19S-R 19 Crimp Pin - Contacts Not Supplied | 2079693 23.29 
irouit Plug 2 Circuit Plug 4 Circuit Plug We rihenttaas Flange Mount Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Blue 
, APD4APK2 4 Crimp Pin - Contacts Not Supplied 35P3017 5.20 
Flange Mount Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Blue, Press- 
\ In Contacts 
/ APD-14AP7EP ile Crimp Pin - Contacts Not Supplied 2079710 8.65 
Flange Mount Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Green 
4 Circuit Flange Receptacle eo Chane lcraNih Rieter igreiate = APD-3AP-K2 4 Crimp Pin - Contacts Not Supplied 82H6299 4.69 
Receptacle lange Mount Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Grey 
Code 3, Green APD-2AP-K2 4 Crimp Pin - Contacts Not Supplied | 82H6298 ee 
RoHS Flange Mount Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Orange, High 
Gee einoian Voltage, Code 5 
APD-59AP-HV 4 Crimp Pin - Contacts Not Supplied | 2079737 12.24 
Flange Mount Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Orange, High 
Voltage, Code 6 
APD-69AP-HV 4 Crimp Pin - Contacts Not Supplied | 13T0950 12.24 
Flange Mount Receptacle, PBT (Polybutylene Terephthalate) Body, Black 
@ 121583-0026 2 Crimp Pin - Contacts Not Supplied 31K5779 = 
Flange Mount Receptacle, PBT (Polybutylene Terephthalate) Body, Blue 
@ 121583-0014 1 Crimp Pin - Contacts Not Supplied 4235530 5.62 
Jam Nut Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Black 
121583-0217 1 Crimp Pin - Contacts Not Supplied 07W3306 13.55 
APD-1CP-K2 4 Crimp Pin - Contacts Not Supplied 82H6297 5.68 
caeenal APD-1CP6 6 Crimp Pin - Contacts Not Supplied 2079703 6.44 
Code 5, Blue APD1CP7 7 Crimp Pin - Contacts Not Supplied 35P3013 7.68 
© Operating temp: -40°C to 140°C (-40°F to 248°F) — @ Mating cycles: 50 min Jam Nut Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Black, Press-In 
© Sealing: IP69K @ Approvals: DIN72585 Contacts 
APD connectors are designed to work in the roughest environments. APDs are resistant to brake and APD-1CP7EP 7 Crimp Pin - Contacts Not Supplied 2079704 1.53 


transmission fluids along with oils, greases, salt, dirt and mud. Originally made to meet the European DIN 


72585 requirements for connectors for heavy duty trucking industry, these connectors are finding their way into Jam Nut Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Blue 


industrial equipment. These connectors have many high performance features including, quick mating bayonet APD-1CPH8-2-14 2 Crimp Pin - Contacts Not Supplied 2079702 9.47 
coupling, lock wire holes for security and wire seals that are crimped with contacts. NOTE: Code and color APD-4CP-K2 4 Crimp Pin - Contacts Not Supplied 2079730 Ea 
must match in order to mate. 7 
: Jam Nut Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Green 
ine Ne. at Gontac ne feet APD-3CP-K2 4 Crimp Pin - Contacts Not Supplied | _82H6301 7.43 

Cabl ‘n ” i aes ‘ylene Terephth me Glass Filled Bod = k oO: sas Jam Nut Receptacle, PBT (Polybutylene Terephthalate), Glass Filled Body, Grey 

‘able Mount Plug, ely ul fen ve = ie ss = ; ul a APD-1CPH8-2-12 2 Crimp Pin - Contacts Not Supplied 2079701 111 

aoa ; ORE APD2CPK2 4 Crimp Pin- Contacts Not Supplied | 35P3015 | 7.13 

= 7 ~ rn - Coo Ma See niCaaIs o5) Jam Nut Receptacle, PBT (Polybutylene Terephthalate) Body, Black 

pans 3 ~ —— oo a es = = @ 121583-0027 2 Crimp Pin - Contacts Not Supplied | _28H8462 s 
Cabl Fr Plua, PBT (Pohb or at . er = ean dy, Black, High LESS Jam Nut Receptacle, PBT (Polybutylene Terephthalate) Body, Blue 

‘able Mount Plug, (Poly utylene erephthalate), Glass Fil let jody, Black, High Power @ 121583-0016 1 Crimp Pin - Contacts Not Supplied 73H2838 7.82 

APD -1BSH8-2 2 Crimp Socket - Contacts Not Supplied 82H6291 9.28 

> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 


CIRCULAR CONNECTORS 


APD CONNECTOR SERIES (DIN 72585) (CONT.) Circular Contacts (CONT.) 
No. of Contact Price Each AWG | AWG Contact Price Each 
Mfg. Part No. Contacts Type Stock No. 1-24+ Mfg. Part No. Max Min Plating Stock No. 1-4+ 
Jam Nut Receptacle, PBT (Polybutylene Terephthalate) Body, Red Crimp, Pin 
@ 121583-0017 1 Crimp Pin - Contacts Not Supplied 1404159 7.63 0308614020 2AWG | 2AWG | Silver Plated Contacts | 39P3841 27.21 
Panel Mount Receptacle, PBT (Polybutylene Terephthalate) Body, Red 120110-0221 2AWG | 2AWG | Silver Plated Contacts | 68W3170 11.10 
@ 121583-0015 1 Crimp Pin - Contacts Not Supplied 42J5531 9.58 @ 030-8614-010 4AWG oe Silver Plated Contacts | 6514947 28.42 
Feslise Price Each 12010-0220 4awG | 4AWG | Silver Plated Contacts | 68W3169 | 11.97 
Mfg. Part No. Type With StockNo.|  1-1-4+ @ 430-8645-002 6AWG he Silver Plated Contacts | 01N4940 —- 
@ 058-8578-102 | Straight End Bell APD / DIN 72585 Connectors 0102354 | 2.34 @ 430-8645-003 8AWG |__...__| Silver Plated Contacts |_03K4452 _ 
421667-0023 Wire Seal [ITT Cannon APD / ISO 15170 Circular] 03K3787| 0.14 @ 031-8717-047 14AWG | 16AWG | Tin Plated Contacts | 01N4932 0.88 
Connectors @ 031-8717-021 14AWG | 16AWG in Plated Contacts | 44W3808 0.90 
@ 351-8697-001 iss APD / DIN 72585 Circular Connectors 03K4419 4.14 Crimp, Socket 
@ 351-8697-003 a APD / DIN 72585 Circular Connectors 03K4420 6.39 APK-SA16G07-002-B (SINGLE) = ees Gold Plated Contacts | 2773876 0.89 
980-8672-010 Adaptor TT Cannon APD 1-Way Series Flex Tube | 20T9665 14.32 0318521030 ie ‘eh Silver Plated Contacts | 39P3988 28.85 
Circular Connectors F 
Blind Socket TT. APD Series ISO 15170 Pl MT213 0318646001 aed fas Silver Plated Contacts | 39P4019 14.97 
teal haat: Sem iGncdlar Canrecirs “ SHO 0318646010 a . | Siver Plated Contacts | 39P4021 | 46.25 
217-8516-001 JamNut [ITT Cannon APD Series Flange Mount] 2171737 | 1.81 0318646011 “ .-__| Silver Plated Contacts | 39P4022 | 19.41 
Receptacles APK-SB25A25-002 ats ies in Plated Contacts | 22M3837 = 
351-8697-004 Cable Seal TT Cannon APD 1-Way Series Circular] 2173952 — APK-SA16A07-002-B (SINGLE) ies os in Plated Contacts | 2773871 0.56 
Connectors APKSB25A40002 ie e in Plated Contacts | 35P3026 = 
121667-0024 Wire Seal ITT Cannon APD DIN 72585 6/7 Way Series | 2174814 0.12 = 
Circular Connectors APK-SB25A10-002 aes ia in Plated Contacts | 75X7906 —_ 
@ 121668-0034 | Sealing Plug | Cannon APD Series ISO 15170 4 Position] 28H9057 |... © 031-8521-000 oe Silver Plated Contacts |MOSKE6325 | MENZOIg 


Circular Connectors 031-8521-020 2AWG | 2AWG | Silvel 


Plated Contacts | 39P3987 22.95 


121583-0021 Sealing Cap TT Cannon APD High Power 1-way Series | 35P3008 6.46 0318521010 4AWG | 4AWG | Silver Plated Contacts | 39P3986 25.49 
Receptacle Circular Connectors 0318646003 GAWG | ..._| Silver Plated Contacts | 39P4020 | 18.68 
075-8566-003 Cable Seal TT Cannon APD Series ISO 15170 19-Way | 37P2834 = APD 8/8 A36 BAWG 7 Silver Plated Contacts | 1301320 6.37 
a 14AWG | 16AWG in Plated C 01N4933 
0250480000 |  DustCap [ITT Cannon APD Series ISO 15170] 39P3701| 0.48 SST eU Eee in lated Contacis 0.85 
Receptacle Circular Connectors @ 031-8717-149 16AWG | 20AWG in Plated Contacts | 53M0130 = 
0758503004 Cable Seal ITT Cannon APD Series High Power 1-way | 39P4532 6.71 PIM_5511386 
Flange Receptacles 
3518697005 Cable Sea ITT Cannon APD High Power 1-way Series | 39P7021 6.54 
Circular Connectors TOOLING 
9808672004 Endbell ITT Cannon APD Series 1Pos & 2Pos Plug | 39P7938 7.28 For Use Price Each 
& Rept Circular Connectors Mfg. Part No. Description With Stock No. 1-4+ 
@ 351-8697-002 i APD / DIN 72585 Circular Connectors 4235532 5.28 121586-5229 Crimp Tool Die 1-Way High Power Connectors | 5279830 | 1837.37 
@ 058-8578-101 | 90° End Bell APD Connectors 56J9686 2.86 121586-5232 Crimp Tool Locator 1-Way High Power Connectors | 98W1356 = 
@ 351-8697-009 Cable Sea APD / DIN 72585 Circular Connectors 648591 6.52 CET-APD-2P Extraction Tool Pin & Socket Contacts 36P1752 ey 
044-8597-002 Endbell ITT Cannon APD Series 19Pos Circular] 64R2894 es @ 192900-0176 Extraction Tool Trident Signal Contacts 47M0087 59.13 
—____| _____=i{|____Gonnectors__—— 121586-5235 | Release tool, secondary lock } 19-way Plug Circular Connectors | 64R4324 4.91 
@ 058-8578-103 90° End Bell TT Cannon APD 4-way Series Flex Tube | 6574020 1.38 121586-5234 | Release tool, secondary lock | 19-way Receptacle Circular | 64R4323 az 
Circular Connectors Connectors 
@ 121583-1001 Cable Seal TT Cannon APD / ISO 15170 High Power 2} 6514028 13.89 
Position Circular Connectors PIM_5725143 
@ 121667-0022 Wire Seal TT Cannon APD / ISO 15170 Circular) 6574038 0.18 
Connectors TRIDENT RINGLOCK® PLASTIC-SHELL a 
@ 121667-0025 Blind Seal Cannon APD Series ISO 15170 Circular) 6574041 0.18 CIRCULAR CONNECTORS Vv 
— ITT cannon 
@ 121668-0035 Wire Seal ITT Cannon APD High Power 2-way Series | 6574045 0.05 Z 


6mm? Circular Connectors 
@ 121583-1000 | Cable Sealing Set | Cannon APD Series ISO 15170 High Power | 67W3278 9.48 
2Pos Circular Connectors 
@ 121583-1002 | Cable Sealing Set | Cannon APD Series ISO 15170 High Power | 67W3281 9.07 
2Pos Circular Connectors 
@ 121668-0033 Wire Seal Cannon APD Series ISO 15170 4 Position] 72J7089 0.02 
Circular Connectors 
@ 121668-0032 Wire Seal Cannon APD Series ISO 15170 4 Position] 82H8011 = 
Circular Connectors 
@ 058-8578-100 | Straight End Bell APD / DIN 72585 Connectors 84H0900 2.34 

066-8516-005 | Flange Gasket |ITT Cannon APD / DIN 72585 Flange | 84M8303 8.63 
Receptacle Connectors 
@ 075-8503-000 | Flange Gasket | APD/ DIN 72585 Flange Receptacle, 4-way | 95B0109 = 


RoHS 
Compliant 
Available 


Connector 
Contact Arrangements 
M85528/2-14A Nut Plate Flange Receptacles 97B4068 oe 
PIM_115565 
Circular Contacts 
AWG | AWG Contact Price Each 
Mfg. Part No. Max Min Plating Stock No. 1-4+ 
Crimp, Pin Trident Ringlock® circular connectors offer economy of plastic body with ruggedness of metal ring coupling. 
APK-PA16G07-002-B (SINGLE) 7 a Gold Plated Contacts | 2773865 0.40 Thermoplastic body, rated UL 94V-0. Nickel-plated copper alloy coupling ring. Accepts standard Trident signal 
—Q308814030~~~SCSCS*tCS~SStS dT Silver Plated Contacts | 39P3842 | 3007 contacts, ordered separately. Standard format requires male contact (pin) on plug side. Sealed receptacles 
0308614030 = ~ IVER Rate? VONGGIS 32.97 come fitted with O-ring seal and when used with sealed cable clamps, ordered separately, provide splashproof 
4308645000 fe i Silver Plated Contacts | 39P7086 10.48 sealing to IP65. Intermateable and interchangeable with FCI Trim Trio™ circular connectors; order separately. 
4308645009 i .._ | Silver Plated Contacts | 39P7090 | 11.70 Order crimp and extraction tooling separately. 
330-8672-019 a = Tin Plated Contacts 2173872 1.07 No. of Contact Price Each 
330-8672-021 5 .._| Tin Plated Contacts | 2173873 = Mfg. Part No. Contacts Type Stock No. 1-24+ 
APK-PA16A07-002-B (SINGLE) a .. | Tin Plated Contacts | 2773859 0.32 Cable Mount Plug, Nylon (Polyamide) Body 
© 030-8614-000 oAWG | ..._| Silver Plated Contacts | 03K3619 | 22.41 © 192922-1250 - Crimp Pin- Contacts Not Supplied | ER@7MO092iis | NiIai22 
@ 192922-1260 8 Crimp Pin - Contacts Not Supplied 47M0093 9.73 
@ 192922-1270 12 Crimp Pin - Contacts Not Supplied 93F8977 11.99 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


CIRCULAR CONNECTORS 
TRIDENT RINGLOCK® PLASTIC-SHELL CIRCULAR CONNECTORS (CONT.) CANNON TRIDENT® SIGNAL CONTACTS (CONT.) 
No. of Contact [Price Each Price per 
Mfg. PartNo. | Contacts Type StockNo. | 1-24+ AWG AWG Contact Pkg. 
Cable Mount Plug, Nylon (Polyamide) Body Mfg. Part No. Max Min Plating Stock No. 1-4+ 
@ 192922-1280 19 Crimp Pin - Contacts Not Supplied 47M0094 18.40 Crimp, Socket 
@ 192990-1320 23 Crimp Pin - Contacts Not Supplied 93F8980 | 21.18 © 192990-0050 20AWG | 22AWG Tin Plated Contacts 47M0114 53.22 
@ 192990-1340 48 Crimp Pin - Contacts Not Supplied 470119 | 20.53 @ 192990-0090 24AWG 26AWG Gold Plated Contacts 93F9075 68.97 
Panel Mount Receptacle, Nylon (Polyamide) Body, Sealed PIM_8712 
@ 192990-1660 4 Crimp Socket - Contacts Not Supplied 93F9011 12.83 
@ 192990-1670 8 Crimp Socket - Contacts Not Supplied 47M0129 9.71 CANNON TRIDENT® CRIMP AND 
@ 192990-1680 12 Crimp Socket - Contacts Not Supplied 93F9013 14.71 EXTRACTION TOOLING XY 
@ 192990-1690 19 Crimp Socket - Contacts Not Supplied 93F9014 20.37 bad | T T cannon 
PIM_8704 eae 
Gee tinoian 
a — Available 
Circular Clamps/Strain Reliefs «i 
Shell Cable Price Each 
Mfg. Part No. Size Dia. Max. Stock No. 1-24+ 
@ 192900-0286 14 13.8mm 95C0631 — For Use Price Each 
© 192900-0343 16 ‘7mm 3069083 9.87 Mfg. Part No. Description With StockNo.|  1-4+ 
PIM_9511323 @ 192900-0176] — Extraction Tool Trident Signal Contacts 47M0087 | 59.13 
@ 1215865238 | Ratcheting Crimp Tool | 16-14AWG Trident Connector Formed] 29R0019 | 752.55 
CANNON TRIDENT RINGLOCK® a Hower Goma 
CIRCULAR CABLE CLAMPS CY PIM_8713 
| T T cannon 
RoHS _ TRIDENT NEPTUNE SEALED 
GeziEmwe CONNECTORS Yy 
@ Mixes signal and 30 A power contacts in one housing. | T T cannon 


S 


Standard cable clamps provide strain relief and protection for wires. Fit onto any Trident Ringlock® plug or 
receptacle sealed connector;order separately. Sealed cable clamps provide strain relief and sealing to IP67 
for jacketed cable. 
Shell Cable Price Each 
Mfg. Part No. Size Dia. Max. Stock No. 1-24+ 
@ 192922-1310 10 8.7mm 47M0097 9.63 
@ 192990-1530 10 11.1mm 47M0122 11.94 
@ 192922-1320 12 12.8mm 47M0098 8.33 
@ 192990-1540 12 13.6mm 93F9038 17.83 
@ 192922-1330 14 13.8mm 47M0099 8.87 
@ 192990-1550 14 14.6mm 47M0123 16.14 
@ 192990-1560 16 16.6mm 47M0124 16.30 
@ 192922-1340 16 17mm 47M0100 9.29 
@ 192990-1510 18 19.9mm 47M0120 18.49 
@ 192922-1360 22 23mm 47M0102 11.61 
@ 192990-1520 24 | 27mm 47M0121 5.18 
PIM_8710 
CANNON TRIDENT® SIGNAL CONTACTS YL 
ITT — cannon 
% RoHS 
Ce ———<—— Osan 
Available 


\———-—-— | 
os i 


Socket 
Can be used with Trident® series Ringlock® connectors, order separately. High performance two-piece 


stamped and formed design. Current rating: 13 amps/circuit. Available in tin or gold flash over nickel platings. 
No insulation support for size 14 AWG. Order crimp and extraction tooling separately. Sold in packages of 100. 
Price per 
AWG AWG Contact Pkg. 
Mfg. Part No. Max Min Plating Stock No. 1-4+ 
Crimp, Pin 
@ 192990-1220 14AWG 16AWG Gold Plated Contacts 93F9080 48.09 
@ 192990-1240 14AWG 16AWG Tin Plated Contacts 26M4532 0.67 
@ 192990-0100 16AWG 20AWG Gold Plated Contacts 93F9078 54.35 
@ 192990-0060 16AWG 20AWG Tin Plated Contacts 47M0115 41.66 
@ 192922-1460 20AWG 22AWG Gold Plated Contacts 47M0104 71.04 
@ 192990-0040 20AWG 22AWG Tin Plated Contacts 93F9068 40.44 
@ 192990-0080 24AWG 26AWG Gold Plated Contacts 47M0116 68.97 
Crimp, Socket 
@ 192990-1230 14AWG 16AWG Gold Plated Contacts 47M0117 49.83 
@ 192990-1250 14AWG 16AWG Tin Plated Contacts 26M4530 0.58 
@ 192990-0110 16AWG 18AWG Gold Plated Contacts 93F9079 62.71 
@ 192990-0070 16AWG 18AWG Tin Plated Contacts 93F9071 41.66 
@ 192922-1470 20AWG 22AWG Gold Plated Contacts 47M0105 43.34 
> CONTINUED > 
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Printed circuit and coaxial contacts available. 

Full interface and cable sealing up to IP67. 

Large range of support accessories. 

Robust, cost effective connector for harsh environ- 
ments. 
The Trident Neptune series is a range of circular 
connectors specifically designed for harsh environment 
applications. They come with membrane wire seals 
that meet the requirements for IP67 and do not require 
blanking plugs for unused cavities. They will accept various 
combinations of signal (13 A) and power (30 A) contacts. 
The receptacle connectors feature stainless steel bayonet 


RoHS 
Compliant 
Available 


pins integrally molded into the bodies. The plug connectors are available with either high strength metal or 
corrosion resistant plastic coupling rings. 
No. of Contact Price Each 
Mfg. Part No. Contacts Type Stock No. 1-199+ 
Cable Mount Plug, Nylon (Polyamide) Body 
@ TN6S14-0012S1L 12 Crimp Socket - Contacts Not Supplied 1134911 22.80 
@ 192900-0507 15 Crimp Pin - Contacts Not Supplied 3009086 26.52 
TNP160213F1W 15 Crimp Socket - Contacts Not Supplied 39P1498 20.24 
@ 192900-0055 24 Crimp Socket - Contacts Not Supplied 08H0357 29.22 
Flange Mount Receptacle, Nylon (Polyamide) Body 
@ TNOS14-0012P1L 12 Crimp Pin - Contacts Not Supplied 28R9677 23.55 
@ 192900-0308 12 Crimp Socket - Contacts Not Supplied 94X3335 26.66 
@ TNOS16-0213P1L 15 Crimp Pin - Contacts Not Supplied 28R9681 25.69 
@ 192900-0036 31 Crimp Socket - Contacts Not Supplied 93F9052 36.53 
@ TNOS24-0428P1L 32 Crimp Pin - Contacts Not Supplied 39P1504 31.90 
Jam Nut Receptacle, Nylon (Polyamide) Body 
@ TN7S16-0213P1L 15 Crimp Pin - Contacts Not Supplied 39P1501 26.15 
@ 192900-0508 15 Crimp Socket - Contacts Not Supplied 46M3286 28.02 
@ 192900-0038 31 Crimp Socket - Contacts Not Supplied 93F9053 37.03 
Price Each 
Mfg. Part No. Description Stock No.| 1-1-9+ _ 
@ 192900-0565 | Flange Type Panel Gasket | Size 14 Trident Neptune Connectors | 26H0273 1.45 


PIM_94541 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


TRIDENT NEPTUNE® METAL (TNM) 
CONNECTORS 


cannen 
RoHS 

Gesinpian 
Available 


28-Way 


Contact Arrangements 


23-Way 


Sealed Flanged 
Receptacle 
TNM series of circular connectors is an extension of the standard Trident Neptune® and Ringlock® connector 
series but with advantage of RF shielding. TNM series connectors feature strong nickel-plated zinc alloy shells 
with a metal coupling ring for high-reliability and durability. Provide moisture sealing to IP65. When used with the 
shielded endbell, order separately below, the connector system provides complete RF shielding. Meets EMC. 

requirements for cable-to-equipment or cable-to-cable applications. CE compliant. 


Sealed Plug High Voltage 


Receptacle 


The THV Series circular connectors have an insulator body that has been designed for high voltage applications. 
These connectors rated for up to 34 A (for wire size 4,0 mm? at 20°C) and 500 V ac. 
Order Trident® signal contacts and tooling separately. 
No. of Contact Price Each 
Mfg. Part No. Contacts Type Stock No. 1-24+ 
Cable Mount Plug, Zinc Alloy Body, Nickel 
NM192993-695 RS uA Crimp Pin - Contacts Not Supplied 39P1492 20.94 
@ TNM6S12-0008P1L 8 Crimp Pin - Contacts Not Supplied 28R9660 14.96 
@ TNM6S14-0012P1L 12 Crimp Pin - Contacts Not Supplied 39P1494 19.24 
@ TNM6S16-0019P1L 19 Crimp Pin - Contacts Not Supplied 75M1933 = 
Cable Mount Plug, Zinc Alloy Body, Nickel, High Voltage 
HV6U14-0400P1L-02 4 Crimp Pin - Contacts Not Supplied 68W4524 65.19 
HV6U14-0400S1L-02 4 Crimp Socket - Contacts Not Supplied | 68W4525 67.43 
Flange Mount Receptacle, Zinc Alloy Body, Nickel 
@ TNM0S14-0304S1L 7 Crimp Socket - Contacts Not Supplied | 28R9658 23.44 
@ TNM0S12-0008S1L 8 Crimp Socket - Contacts Not Supplied | 39P1484 23.01 
@ TNM0S14-0012S1L 12 Crimp Socket - Contacts Not Supplied | 28R9656 14.78 
@ TNM0S16-0019S1L 19 Crimp Socket - Contacts Not Supplied | 28R9659 15.44 
Flange Mount Receptacle, Zinc Alloy Body, Nickel, High Voltage 
HV0U14-0400P1L-02 4 Crimp Pin - Contacts Not Supplied 68W4522 18.39 
HV0U14-0400S1L-02 4 Crimp Socket - Contacts Not Supplied | 68W4523 17.27 
Jam Nut Receptacle, Zinc Alloy Body, Nickel 
@ 192993-0700 r Crimp Socket - Contacts Not Supplied | 87H8788 19.81 
For Use Price Each 
Mfg. Part No. Description With Stock No.| 1-1-24+ 
@ TNA14CCSE-01L| Shielded Endbell for] Size 14 TNM Series Connectors | 28R9639 35.31 
Larger Cable Sizes 
PIM_5568139 
Circular Clamps/Strain Reliefs 
Shell Cable Price Each 
Mfg. Part No. Size Dia. Max. Stock No. 1-24+ 
@ 192993-0092 12 21.2mm 49H4366 30.93 
@ 192993-0094 16 27.6mm 66H8519 40.84 


PIM_5722438 


Cut costs, not corners with 


Board & Box Components 
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multicomp 


PIM_5624836 
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CONNECTORS & ACCESSORIES 
CIRCULAR CONNECTORS 


CANNON POSITIVE LOCK 
ENVIRONMENTALLY-SEALED CA- vy 
BAYONET CONNECTORS ITT cannen 
RoHS. 
Soper 
Available 
Shell Size 10SL-3 148-5 16S-1 
Contacts 3-#16 5-#16 7-#16 


20-29 24-28 
17-#16 24-#16 


Contact Arrangements 
Mating Face View of Pin Insert 


a 


3102 Box Mount 3106 Straight Plug 
Receptacle 
CA-Bayonet MIL-C-5015 style connectors have positive, quick mating 3-point reverse bayonet lock coupling 
system. Completely sealed to withstand moisture, condensation, vibration, and flash-over. When connector 
halves are mated, rear sealing grommet and interfacial seal at front create an environmentally sealed assembly. 
Feature the same shell dimensions, contact layouts, and performance characteristics as the threaded coupling 
MIL-C-5015 connectors, but do not intermate. Standard plugs mate with box mount receptacles; order 
separately below. Available with pin or socket, solder pot silver-plated copper alloy contacts. Aluminum alloy 
body with olive drab chromate-over-cadmium finish. Polychloroprene insulator. Standard plugs have integrated 


28-21 
37-#16 


cable clamp. Rated up to 13 amps. 500-cycle minimum mating life. Operating temperature: -55°C to +125°C. 
Order wire hole fillers separately below. 
WIRE HOLE FILLERS 
Mfg. part no. 225-0017-000 wire hole fillers are used to fill unused cavities and preserve watertight seal. 
No. of Insert Insert Price Each 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-4+ 
Box Mount Receptacle, Solder Pin 
CA3102E10SL-3PB05 3 10SL-3 N 66F9347 = 
CA3102E14S-5PB05 5 148-5 N 66F9331 32.50 
CA3102E16S-1PB05 7 16S-1 N 66F9341 58.99 
CA3102E18-1PB05 10 18-1 N 66F9332 48.33 
CA3102E20-29PB05 17 20-29 N 66F9333 63.72 
CA3102E24-28PB05 24 24-28 N 66F9334 85.72 
CA3102E28-21PB05 37 28-21 N 66F9335 113.44 
Box Mount Receptacle, Solder Socket 
CA3102E10SL-3SB05 3 10SL-3 N 66F9330 40.57 
CA3102E14S-5SB05 5 148-5 N 66F9348 33.11 
CA3102E16S-1SB05 7 16S-1 N 66F9349 59.89 
CA3102E18-1SB05 10 18-1 N 66F9342 50.54 
CA3102E20-29SB05 17 20-29 N 66F9343 57.01 
CA3102E24-28SB05 24 24-28 N 66F9344 68.82 
CA3102E28-21SB05 37 28-21 N 66F9345 88.72 
Straight Plug, Solder Pin 
CA3106E10SL-3PB 3 10SL-3 N 66F9359 47.14 
CA3106E14S-5PB 5 148-5 N 66F9360 48.85 
CA3106E18-1PB 10 18-1 N 66F9362 76.64 
CA3106E20-29PB 17 20-29 N 66F9363 15.70 
CA3106E28-21PB 37 28-21 N 66F9365 151.50 
Straight Plug, Solder Socket 
CA3106E10SL-3SB 3 10SL-3 N 66F9367 43.95 
CA3106E14S-5SB 5 148-5 N 66F9323 49.76 
CA3106E16S-1SB 7 16S-1 N 66F9324 60.53 
CA3106E18-1SB 10 18-1 N 66F9325 76.20 
CA3106E20-29SB 17 20-29 N 66F9326 105.16 
CA3106E24-28SB 24 24-28 N 66F9327 94.43 
CA3106E28-21SB 37 28-21 N 66F9328 127.66 
PIM_8821 
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CIRCULAR CONNECTOR 


DUST CAPS FOR CA SERIES REVERSE UPT Series Circular Connectors (CONT.) 
BAYONET CIRCULAR CONNECTORS Yy ITT siavat freer jan Price Each 
cannen Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-24+ 
Gee einoiat Wall Mount Receptacle, Crimp Socket 
Available UPTOOD-16-19S 19 16-19 N 99Y7638 2.18 
UPTOOD-24-32S 32 24-32 N 99Y7640 0.90 
UPTOOD-24-48S 48 24-48 N 99Y7642 6.66 
PIM_5719514 
Dust Cap For Plugs Dust Cap For Receptacles . 
Designed to be used with CA-Bayonet reverse bayonet connectors; ordered separately. 667-169 series dust Crimp Contacts 
caps are used to protect CA3106B and CA3108B series plugs. 667-168 series dust caps are used to protect AWG Contact Tape Cut 
CA3100B and CA3102B series receptacles. All are made of aluminum alloy and furnished with a sash chain. Mfg. Part No. Max Plating Stock No. 41-249+ 
Olive drab chromate over cadmium plating. Black anodized plating available; go online or call . Crimp, Pin, TC 
For Use Price Each 10-737341-121 12AWG in Plated Contacts 9977633 = 
Mig. PartNo. Type With StockiNows | aaatae C10-731537-163 16AWG Gold Plated Contacts 99Y7627 0.28 
Aluminium Alloy Body C10-731537-161 16AWG in Plated Contacts 99¥7625 0.20 
@ CA121003-3 Dust Cap Size 14S Style 0, 1, 2, 7, & 9 Receptacles 6472897 27.89 C10-731538-203 20AWG Gold Plated Contacts 99Y7631 0.33 
CA121004-3 Dust Cap Size 14S Style 4 & 6 Plugs 93B4252 35.12 C10-731538-201 DOAWG in Plated Contacts 9977629 0.16 
CA121003-4 Dust Cap | Size 16S Style 0, 1, 2, 7, & 9 Receptacles 99B6425 41.24 Crimp, Pin, TR 
CA121003-5 Dust Cap Size 16 Style 0, 1, 2, 7, & 9 Receptacles 98B0360 53.54 C10-737341-121R 12AWG in Plated Contacts 99Y7634 = 
@ CA121003-7 Dust Cap Size 20 Style 0, 1, 2, 7, & 9 Receptacles 6472899 40.80 C10-731537-163R 16AWG Gold Plated Contacts 99Y7628 a 
@ CA121004-7 Dust Cap Size 20 Style 4 & 6 Plugs 6472900 41.18 C10-731537-161R 16AWG in Plated Contacts 9977626 = 
CA121004-8 | Dust Cap Size 22 Style 4 & 6 Plugs SIB06I5 I costs C10-731638-203R 20AWG Gold Plated Contacts 9977632 = 
CA121003-9 Dust Cap Size 24 Style 0, 1, 2, 7, & 9 Receptacles 95B1730 67.35 C10-731538-201R 20AWG in Plated Contacts 9917630 a 
CA121003-10 Dust Cap Size 28 Style 0, 1, 2, 7, & 9 Receptacles 3907114 66.68 Crimp, Socket, TC 
PIN_BA875 C10-737343-121 12AWG in Plated Contacts 99Y7635 a 
C10-731535-163 16AWG Gold Plated Contacts 99Y7619 0.13 
UPT Series Circular Connectors Amphenol® C10-731535-161 16AWG in Plated Contacts 997617 0.54 
Industrial C10-731536-203 20AWG Gold Plated Contacts 99Y7623 0.41 
C10-731536-201 20AWG in Plated Contacts 99Y7621 — 
Crimp, Socket, TR 
C10-737343-121R 12AWG in Plated Contacts 99Y7636 = 
C10-731535-163R 16AWG Gold Plated Contacts 99Y7620 0.26 
C10-731535-161R 16AWG in Plated Contacts 99Y7618 = 
C10-731536-203R 20AWG Gold Plated Contacts 99Y7624 = 
Wall Mount Receptacle Cable Mount Plug Jam Nut Receptacle Pin Contact C10-731536-201R 20AWG in Plated Contacts 997622 ae 
PIM_5719517 
™ 
MOTIONGRADE™ CIRCULAR CONNECTORS INDUSTRIAL TITERS 
TRUSTED GLOBALLY 
Amphenol Sine Systems, USA 
Amphenol Tuchel Electronics, GmbH 
Socket Contact iE 
Features: @ Multiple backshell sealing accessories — ty 
© Uses 12, 16, & 20 Stamped & Formed crimp Specifications: S i ty Pry, 
contacts © Rated Current: 2 a) 
@ Intermateable with Souriau TrimTrio, UTO, and ITT © #16 Contact: 13A, #12 Contact: 23A bP ia 
Trident Ringlock © Operating Voltage: 250VAC 
@ Wall Mount, Jam Nut, and Straight Plug Shell @ Withstanding Voltage: 2000V DC Right Angle Flange 
Styles @ Insulation Resistance: 5000 Megohms Min. Flange Mount Mount Receptacle 
@ Plastic Shell, Light Weight © Operating Temp: -55° to +125° ? = Receptacle 
© Metallic Bayonet Coupling, Molded Ring on @ |P67 (Mated) y , 
Receptacle @ UL94V-0 
© Quick Connect/Disconnect © Durability: 500 Cycles 
The UPT series is a new plastic bayonet connector that provides more options for industrial interconnect 
markets that do not require a metal shell or Mil-Spec equivalents. Based on the 26482 Series |, UPT is a plastic R iacioExtanei P 
shell interconnect with a metal bayonet coupling system and crimp contacts. Featuring a light weight design, rs aa 
smaller footprint and easy field installation the UPT is a cost effective industrial connector solution. FlexGrip™ Backshell . 
Price Each Straight Receptacle Cord Grip 
No. of Insert Insert © IP67 ion (i iti i 
: protection (in plugged condition) @ Plugs, receptacles and extensions AY 
Mfg. Part No. Contacts Argmt. Rotation Stock No. 1-24+ © Zinc die-cast housing body accept pin or socket contacts 
Jam Nut Receptacle, Crimp Pin © Gold-plated brass crimp contacts © Temp. range: -20°C to +130°C Gein vant 
UPT07D-24-32P 32 24-32 N 99Y7649 0.90 Available 
-24- 48 24-48 N 99Y7651 Y 
- Seyret ie 11.71 Wd us 
SM UL RECEPIACTE: UTIMPSOCKE MotionGrade™ M23 and M40 connector systems offer such features as the FlexGrip™ backshell system and 
UPTO7D-24-32S 32 24-32 N 99Y7650 6.66 RockSolid™ contacts. These and other features combined with a simplistic design approach reduce initial 
UPTO7D-24-48S 48 24-48 N 99Y7652 41.72 procurement and assembly cost, while ensuring compatibility to all other existing standard layouts. Ideally suited 
7 5 5 for advanced servo drive encoder feedback applications, packaging, robotic, printing, machine tool, medical 
Straight Plug, Crimp Pin : é : ae fab 
and automation environments where control signal transmission or power are required in a robust and compact 
UPTO6D-16-19P 19 16-19 N 99Y7643 5.81 delivery system. 
UPTO6D-24-32P 32 24-32 N 99Y7645 8.00 No. of Contact Price Each 
UPTO6D-24-48P 48 24-48 N 997647 13.32 Mfg. Part No. Contacts Type Stock No. 1-9+ 
Straight Plug, Crimp Socket A Series, E Type, Less Contacts, M23, Plug, Straight Cable Mount 
UPTO6D-16-19S 19 16-19 N 997644 5.81 @ MAICAE1200 12 Pin, Socket 14R6993 12.04 
UPTO6D-24-32S 32 24-32 N 99Y7646 15.00 @ MA1CAE1700 17 Pin, Socket 14R6994 11.67 
UPTO6D-24-48S 48 24-48 N 997648 = A Series, E Type, Less Contacts, M23, Receptacle, Straight Panel Mount 
Wall Mount Receptacle, Crimp Pin @ MA1LAE1200 12 Pin, Socket 14R7005 8.71 
UPTOOD-16-19P 19 16-19 N 99Y7637 5.69 A Series, E Type, Rotatable, Less Contacts, M23, Plug, Right Angle Cable Mount 
UPTOOD-24-32P 32 24-32 N 99Y7639 3.00 @ MA1EAE1200 12 Pin, Socket 14R6997 21.60 
UPTOOD-24-48P 48 24-48 N 99Y7641 3.00 
> CONTINUED > > CONTINUED > 
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MOTIONGRADE™ CIRCULAR CONNECTORS (CONT.) Circular Contacts (CONT.) 


No. of Contact Price Each | AWG AWG Contact Price Each 
Mfg. Part No. Contacts Type Stock No. 1-9+ Mfg. Part No. Max Min Plating Stock No. 1-9+ 
A Series, P Type, Less Contacts, M23, Plug, Straight Cable Mount Crimp, Socket, Slit Machined, C Series 
@ MA1CAP1200 12 Pin, Sockel 14R6995 9.94 @ SC000046 8AWG 8AWG Gold Plated Contacts 14R7601 2.08 
@ MA1CAP1700 17 Pin, Socke 14R6996 10.99 @ Sc000045 14AWG 14AWG Gold Plated Contacts 14R7600 0.49 
A Series, P Type, Rotatable, Less Contacts, M23, Plug, Right Angle Cable Mount PIM_5511391 
@ MA1EAP1700 17 Pin, Socket 14R7000 21.64 
A Series, Straight Extension, E Type, Less Contacts, M23, Receptacle, Straight Cable Mount ; ™ 
rec 2 Pin, Socke (aera 9.42 Wee ae eee nennilanecs Weert. NOLS IR! 
@ MA1JAE1700 17 Pin, Sockel 14R7002 6.32 -_ —— Branool nieces carn 
A Series, Straight Extension, P Type, Less Contacts, M23, Receptacle, Straight Cable Mount [ — ‘ 
@ MA1JAP1200 12 Pin, Socket 14R7003 9.58 (2 a » ' 
B Series, 4 Power + 4 Signal, Less Contacts, M23, Plug, Straight Cable Mount e ‘4 4 8 4, << 
@ MB1CKNO0800 8 Crimp Socket 14R7020 9.34 4 “ig: 
B Series, 4 Power + 4 Signal, Less Contacts, M23, Receptacle, Straight Panel Mount “SS AN 7 
@ MB1LLNO800 8 Crimp Pin 14R7029 8.28 = 
B Series, 4 Power + 5 Signal, Less Contacts, M23, Plug, Straight Cable Mount 
—— = _ uesith = Amphenol presents the M23 Checkmate™ Quick Locking connector series featuring the Metrifit™ strain relief 
B Series, 4 Power + 5 Signal, Less Contacts, M23, Receptacle, Straight Panel Mount system. Ideally suited for the Motion marketplace, the CheckMate™ connector system's robust metal housing 
@ MB1LLNO900 9 Crimp Pin 14R7030 _ features offer enhanced performance to today’s standard systems by increasing the reliability and performance 
B Series, 5+PE, Less Contacts, M23, Plug, Straight Cable Mount of one of the most dependable interconnect systems today. 
@ MB1CKNO600 6 Crimp Socket 14R7019 12.09 No. of Contact Price Each 
B Series, 5+PE, Less Contacts, M23, Receptacle, Straight Panel Mount Mfg. Part No. Contacts Type Coding Stock No. 1-9+ 
@ MB1LLNO600 6 Crimp Pin 14R7028 7.91 Quick Locking, 11.0-14.5mm Cord Grip, M23, Plug, Straight Cable Mount 
B Series, Straight Extension, 4 Power + 4 Signal, Less contacts, M23, Receptacle, Straight MBS5CKNO0600-S2 6 Crimp Socket B Coded 12AC8988 17.16 
Cable Mount MB5CKN0800-S2 8 Crimp Socket B Coded 12AC8991 —_ 
@ MB1JJNO800 8 Crimp Pin 14R7026 7.74 MB5CKNO0900-S2 9 Crimp Socket B Coded 12AC8994 17.12 
B Series, Straight Extension, 4 Power + 5 Signal, Less contacts, M23, Receptacle, Straight Quick Locking, 11.0-14.5mm Cord Grip, M23, Receptacle, Straight Cable Mount 
Cable Mount ___ MB5JJNO800-S2 8 Crimp Pin B Coded 12AC9000 12.30 
SMB 1JINDE00 2 Grim Fit faRTURT BIS MB5JJNO900-S2 9 Crimp Pin BCoded | 12AC9003 | 11.54 
B Series, Straight Extension, 5+PE, Less Contacts, M23, Receptacle, Straight Cable Mount Quick Locking, 14.5-17.0mm Cord Grip, M23, Plug, Straight Cable Mount 
SMB TI UNOGND g comp tARTO25 TASS MBS5CKNO600-S3 6 Crimp Socket] BCoded | 12AC8989 | 48.00 
C Series, 4 Power + 2 Signal, Less Contacts, M40, Receptacle, Straight Panel Mount MB5CKNO800-S3 8 Crimp Socket B Coded 72AC8992 8.13 
@ MCILKNO600 6 Grip Fin iA 2030) MBSCKNO900-S3 9 Crimp Socket | BCoded | 12AC8995 | 32.26 
PIM_152605 Quick Locking, 14.5-17.0mm Cord Grip, M23, Receptacle, Straight Cable Mount 
MBS5JJN0800-S3 8 Crimp Pin B Coded 12AC9001 13.84 
Circular Clamps/Strain Reliefs MB5JJNO900-S3 9 Crimp Pin BCoded | 12AC9004 2.26 
Cable Price Each Quick Locking, 7.0-11.0mm Cord Grip, M23, Plug, Straight Cable Mount 
Mfg. Part No. Dia. Max. Stock No. 1-9+ MB5CKNO600-S1 6 Crimp Socket B Coded 12AC8987 19.08 
Cord Grip, M23 A Series MB5CKNO0800-S1 8 Crimp Socket B Coded 12AC8990 26.20 
@ MA3CG-S1 7.5mm 14R7013 11.61 MB5CKNO900-S1 9 Crimp Socket B Coded 12AC8993 19.65 
@ MA3CG-S2 11mm 14R7014 12.32 Quick Locking, 7.0-11.0mm Cord Grip, M23, Receptacle, Straight Cable Mount 
@ MA3CG-S3 15mm 14R7015 9.51 MB5JJN0800-S1 8 Crimp Pin B Coded 12AC8999 13.90 
Cord Grip, M23 B Series MB5JJN0900-S1 9 Crimp Pin B Coded 12AC9002 13.01 
@ MB3CG-S1 41mm 14R7034 _— Quick Locking, Contacts Not Included, M23, Receptacle, Straight Panel Mount 
@ MB3CG-S2 14.5mm 14R7035 == MB2LLNO600 6 Crimp Pin B Coded 12AC8984 9.98 
@ MB3CG-S3 17mm 14R7036 ae MB2LLNO0800 8 Crimp Pin B Coded 12AC8985 3.40 
Cord Grip, M40 C Series MB2LLNO900 9 Crimp Pin B Coded 12AC8986 4.52 
@ MC3CG-S1 15mm 14R7050 19.20 Quick Locking, Elite Series, 11-15mm Cord Grip, M23, Plug, Straight Cable Mount 
FlexGrip™ Backshell, M23 A Series MASCAE1200-S3 12 Crimp Pin ACoded 12AC8950 3.03 
@ MA4FSR-A8.5 8.5mm 14R7018 11.28 MASCAE1600-S3 16 Crimp Pin ACoded 12AC8953 2.99 
@ MA4FSR-A10.5 10.5mm 14R7016 11.05 MASCAE1700-S3 17 Crimp Pin A Coded 12AC8956 17.25 
@ MA4FSR-A12.8 12.8mm 14R7017 13.29 Quick Locking, Elite Series, 4.5-7.5mm Cord Grip, M23, Plug, Straight Cable Mount 
FlexGrip™ Backshell, M23 B Series MASCAE1200-S1 12 Crimp Pin ACoded 12AC8948 3.03 
@ MB4FSR-B10.3 10.3mm 14R7037 15.19 MASCAE1600-S1 16 Crimp Pin ACoded 12AC8951 3.03 
@ MB4FSR-B12.5 12.5mm 14R7038 8.79 MASCAE1700-S1 17 Crimp Pin ACoded 12AC8954 3.35 
@ MB4FSR-B14.5 14.5mm 14R7039 15.02 Quick Locking, Elite Series, 7.5-11mm Cord Grip, M23, Plug, Straight Cable Mount 
PIM_5511392 MASCAE1200-S2 12 Crimp Pin ACoded 12AC8949 6.74 
MASCAE1600-S2 16 Crimp Pin ACoded 12AC8952 3.04 
Circular Contacts MAS5CAE1700-S2 17 Crimp Pin ACoded 12AC8955 3.36 
7 Quick Locking, Elite Series, M23, Receptacle, Straight Panel Mount 
a AWG de eres East MA2LAE1200 12 Crimp Socket 12AC8942 7.97 
Mfg. Part No. Max Min Plating Stock No. 1-9+ Z 
Crimp, Pin, Machined, A Series MA2LAE1600 16 Crimp Socket 12AC8943 1.46 
@ 80000035 18AWG | 18AWG | GoldPlated Contacts |  14R7594 141 MA2LAE1700 My Crimp Socket = HENGE = 
Crimp, Pin, Machined, B Series Quick Locking, Extension, 11.0-14.5mm Cord Grip, M23, Receptacle, Straight Cable Mount 
®@ SC000036 14AWG 14AWG Gold Plated Contacts 44R7595 157 MB5JJNO600-S2 6 Crimp Pin B Coded 12AC8997 2.25 
Crimp, Pin, Machined, C Series Quick Locking, Extension, 14.5-17.0mm Cord Grip, M23, Receptacle, Straight Cable Mount 
e@scoo040 | ‘14AWG | 14AWG | GoldPlated Contacts | 14R7597 2.10 MBSJINO600-83, 6 [__ Crimp Pin BCoded__|MiLZACES95 it MEEHOS 
Crimp, Socket, RockSolid™, A Series Quick Locking, Extension, 7.0-11.0mm Cord Grip, M23, Receptacle, Straight Cable Mount 
@ SC000013 18AWG 18AWG Gold Plated Contacts 44R7592 = MB5JJN0600-S1 6 | Crimp Pin B Coded 12AC8996 18.17 
Crimp, Socket, RockSolid™, C Series Quick Locking, Standard Series, 11-15mm Cord Grip, M23, Plug, Straight Cable Mount 
@ Sc000014 14AWG 14AWG Gold Plated Contacts 44R7593 1.61 MASCAP1200-S3 12 Crimp Pin ACoded 12AC8959 3.03 
Crimp, Socket, Slit Machined, A Series MASCAP1600-S3 16 Crimp Pin ACoded 12AC8962 2.99 
@ sc000044 1BAWG | 18AWG | Gold Plated Contacts 14R7599 0.53 MASCAP1700-S3 17 Crimp Pin ACoded | 12AC8965 3.35 
> CONTINUED > > CONTINUED > 
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7] ™ 
M23 Series Checkmate™ Connectors (CONT.) ECOMATE CIRCULAR CONNECTORS rete AMPHENOL 
No. of Contact Price Each ——— 
Mfg. Part No. Contacts Type Coding | Stock No. 1-9+ Altptenol tuchal pectoris, Gel 
Quick Locking, Standard Series, 4.5-7.5mm Cord Grip, M23, Plug, Straight Cable Mount 
MASCAP1200-S1 12 Crimp Pin ACoded 12AC8957 17.28 
MASCAP1600-S1 16 Crimp Pin ACoded 12AC8960 3.03 
MAS5CAP1700-S1 17 Crimp Pin ACoded 12AC8963 745 
Quick Locking, Standard Series, 7.5-14mm Cord Grip, M23, Plug, Straight Cable Mount een 
‘ traight Cable Plug 
MASCAP1200-S2 12 Crimp Pin ACoded 12AC8958 22.05 Right-Angle Cable Receptacle 
MAS5CAP1600-S2 16 Crimp Pin ACoded | 12AC8961 6.74 Straight Panel Plug Straight Cable Receptacle Sens 
MASCAP1700-S2 17 Crimp Pin Acoded | 12AC8964 | 15.33 Ose 
Quick Locking, Standard Series, M23, Receptacle, Straight Panel Mount 
MA2LAP1200 12 Crimp Socket os 12AC8945 8.90 
MA2LAP1600 16 Crimp Socket fs 12AC8946 3.25 
MA2LAP1700 17 Crimp Socket oie 12AC8947 8.95 Straight Panel Receptacle 
Threaded, 11.0-14.5mm Cord Grip, M23, Plug, Straight Cable Mount © Strain relief and mounted gasket in one component —_ housing 
MB7CKN0600-S2 6 Crimp Socket B Coded 12AC9006 19.40 @ Ergonomically shaped handle for a better grip and = @ One cable housing for all cable diameters (6mm 
z safer handling - 12.2=5mm) 
MB7CKNO800-S2 8 Crimp Socket B Coded 12AC9009 20.03 @ Fastening for protective caps on the receptacle 
MB7CKNO900-S2 9 Crimp Socket B Coded 12AC9012 19.57 Body material: thermoplastic. Insulation voltage: 250V except for screw termination (400V). Carry current: 
Threaded, 11.0-14.5mm Cord Grip, M23, Receptacle, Straight Cable Mount 146A (screw), 10A (solder), 13A (crimp). Order protective covers, backshells and cable clamp separately below. 
MB7JJN0600-S2 6 Crimp Pin B Coded 12AC9015 13.32 No. of Contact Contact! Contact Price Each 
MB7JJNO800-S2 8 Crimp Pin B Coded 12AC9018 14.65 Mfg. Part No. Contacts Type Plating | _ Material |StockNo.| 1-24+ 
MB7JJNO900-S2 9 Crimp Pin B Coded 12AC9021 11.86 Cable Mount Plug, Nylon 6.6 (Polyamide 6.6) Body, Internal cable clamping & clamping ring 
Threaded, 14.5-17.0mm Cord Grip, M23, Plug, Straight Cable Mount 6 - 10.0 mm 
MB7CKNO0600-S3 6 Crimp Socket B Coded 42AC9007 20.39 @ C016 20H003 110 12 4 Screw Pin Silver | Copper Alloy] 81K1478 | 12.23 
MB7CKNO0800-S3 8 Crimp Socket B Coded 42AC9010 22.57 @ C016 10H006 010 12 7 oP - - a sid ey 81K1448 8.20 
: jot Supplies 
METCRNOOOUSS a Grimp Socket _| BCoded | MRIZAGEtIS ee @ C016 30H006 210 12/7 Solder Pin Gold | Copper Alloy | 81K1506 | 47.73 
Threaded, 14.5-17.0mm Cord Grip, M23, Receptacle, Straight Cable Mount ; 
: : @ C016 30H006 110 12 7 Solder Pin Silver 16M5013 15.75 
MB7JJN0600-S3 6 Crimp Pin B Coded 12AC9016 5.14 — 
a Cable Mount Plug, Nylon 6.6 (Polyamide 6.6) Body, Strain relief with clamping ring 6 -12.5 mm 
MB7JJN0800-S3 8 Crimp Pin B Coded 12AC9019 5.66 = 
; : @ C016 20H003 100 12 4 Screw Pin Silver | Copper Alloy] 81K1476 | 12.64 
MB7JJN0900-S3 9 Crimp Pin B Coded 12AC9022 5.18 = : 
= @ C016 10H006 000 12 7 Crimp Pin - Contacts ad ” 81K1446 8.32 
Threaded, 7.0-11.0mm Cord Grip, M23, Plug, Straight Cable Mount Not Supplied 
MB7CKNO600-S1 6 Crimp Socket B Coded 12AC9005 17.72 @ C016 30H006 20012] 7 Solder Pin Gold | Copper Alloy| 81K1504 | 22.14 
MB7CKNO800-S1 8 Crimp Socket B Coded 12AC9008 19.66 @ C016 30HO06 10012} 7 Solder Pin Silver | Copper Alloy | 81K1500 | 45.47 
MB7CKNO900-S1 9 Crimp Socket B Coded 12AC9011 19.29 Cable Mount Receptacle, Nylon 6.6 (Polyamide 6.6) Body, Internal cable clamping & clamping 
Threaded, 7.0-11.0mm Cord Grip, M23, Receptacle, Straight Cable Mount ring 6 - 10.0 mm 
MB7JJN0600-S1 6 Crimp Pin B Coded 12AC9014 12.91 @ C016 20D003 110 12 4 Screw Socke' Silver | Copper Alloy | 81K1466 16.30 
MB7JJN0800-S1 8 Crimp Pin B Coded 12AC9017 14.65 @ C016 10D006 010 12 7 Crimp Socket ie is 81K1432 10.31 
MB7JJNO900-S1 9 Crimp Pin BCoded | 12AC9020 234 . petra ‘i Not 
Threaded, Elite Series, 11-15mm Cord Grip, M23, Plug, Straight Cable Mount ® C016 30D006 110 12 7 Solder Socke Siver | Copper Alloy | 81K1490 apse 
MATCAE 1200-83 ie Crimp Pin ponee iZACeoeS dots Cable Mount Receptacle, Nylon 6.6 (Polyamide 6.6) Body, Strain relief with clamping ring 6 
MA7CAE1600-S3 16 Crimp Pin A Coded 12AC8971 2s -12.5mm 
MA7CAE1700-S3 17 Crimp Pin A Coded 12AC8974 15.38 @ C016 20D003 20012] 4 Screw Socke Gold ] Copper Alloy] 81K1468 | 44.74 
Threaded, Elite Series, 4.5-7.5mm Cord Grip, M23, Plug, Straight Cable Mount @ C016 20D003 100 12 4 Screw Socke' Silver | Copper Alloy | 81K1464 | 44.51 
MA7CAE1200-S1 12 Crimp Pin ACoded 12AC8966 16.46 @ C016 30D006 100 12 7 Solder Socket Silver | Copper Alloy} 81K1488 | 17.64 
MA7CAE1600-S1 16 Crimp Pin A Coded 12AC8969 6.10 Panel Mount Receptacle, Nylon 6.6 (Polyamide 6.6) Body 
MA7CAE1700-S1 17 Crimp Pin A Coded 12AC8972 2.79 @ C016 200003 200 12 4 Screw Pin Gold | Copper Alloy | 81K1462 18.95 
Threaded, Elite Series, 7.5-14mm Cord Grip, M23, Plug, Straight Cable Mount @ C016 200003 100 12 4 Screw Pin Silver | Copper Alloy | 81K1464 7.15 
MA7CAE1200-S2 12 Crimp Pin A Coded 12AC8967 15.43 @ C016 20G003 200 12 4 Screw Sockel Gold | Copper Alloy | 81K1474 10.30 
MA7CAE1600-S2 16 Crimp Pin ACoded 12AC8970 15.20 ©@ C016 206003 10012} 4 Screw Socket Silver | Copper Alloy | 81K1473 | 44.45 
MA7CAE1700-S2 17 Crimp Pin ACoded 12AC8973 18.29 @ C016 10C006 000 12 7 |CrimpPin-Contacts| — ... vo 81K1425 5.73 
Threaded, Standard Series, 11-15mm Cord Grip, M23, Plug, Straight Cable Mount Not Supplied 
MA7CAP1200-S3 12 Crimp Pin A Coded 12AC8977 15.14 ©@ C016 10600600012) 7 | Crimp Socket] _ ... ws 81K1441 | 5.25 
: : - Contacts Not 
MA7CAP1600-S3 16 Crimp Pin ACoded 12AC8980 275 Supplied 
MA7CAP1700-S3 7 Crimp Pin ACoded | 12AC8983_ | 18.24 @ C016 300006 10012] 7 Solder Pin Silver | Copper Alloy] 81K1485 | 9.90 
Threaded, Standard Series, 4.5-7.5mm Cord Grip, M23, Plug, Straight Cable Mount @ C016 30G006 200 12 7 Solder Socket Gold | Copper Alloy | 81K1498 aan 
MA7CAP1200-S1 12 Crimp Pin ACoded 12AC8975 15.43 © C016 306006 10012} 7 Solder Socket | Silver | Copper Alloy] 81K1497 | 13.16 
MA7CAP1600-S1 16 Crimp Pin A Coded 12AC8978 2.75 Right Angle Plug, Nylon 6.6 (Polyamide 6.6) Body, Strain relief with clamping ring 6 -12.5 mm 
MA7CAP1700-S1 Av Crimp Pin ACoded |EMIZAC8S8Iii|EnoI6s © C016 20K003 10012] 4 Screw Pin Silver | Copper Alloy] 81K1484 | 42.19 
Threaded, Standard Series, 7.5-11mm Cord Grip, M23, Plug, Straight Cable Mount @ C016 10K006 000 12 7 Crimp Pin- Contacts]... - 81K1457 | 17.49 
MA7CAP1200-S2 12 Crimp Pin ACoded 12AC8976 14.12 Not Supplied 
MA7CAP1600-S2 16 Crimp Pin ACoded 12AC8979 6.11 @ C016 30K006 100 12 7 Solder Pin Silver | Copper Alloy | 81K1508 10.39 
MA7CAP1700-S2 17 Crimp Pin ACoded 12AC8982 17.74 Right Angle Receptacle, Nylon 6.6 (Polyamide 6.6) Body, Strain relief with clamping ring 6 
-12.5 mm 
Miedo © C016 20F003 10012] 4 Screw Socket | Silver | Copper Alloy | 81K1472 | 20.69 
@ C016 10F006 000 12 7 Crimp Socket se ie 81K1440 12.73 
AWG AWG Contact Price Each . ee 
Mfg. Part No. Max Min Plating Stock No. 1-24+ PP : 
A "i @ C016 30F006 100 12 7 Solder Socket Silver | Copper Alloy | 81K1496 27.03 
Crimp, Pin 
$C000262 14AWG 18AWG Gold Plated Contacts | 12AC9026 2412 For Use Price Each 
$C000261 18AWG 22AWG Gold Plated Contacts 12AC9025 0.60 Mfg. Part No. Description Type With StockNo.| _1-1- 
§$C000386 24AWG 28AWG Gold Plated Contacts 42AC9028 0.79 @ C016 G09 041 G10 X Black Backshell, Right Angle co ne e| 81K1419 7.40 
Eres Ircular 
Crimp, Socket Connectors 
$C000260 V4AWG | 1BAWG | Gold Plated Contacts [iMZAC3023) 0.80 @ C016 00U000 000 12| Round Cord] Connector Cover |Ecomate  Male| 81K1421| 12.87 
$C000259 18AWG 22AWG Gold Plated Contacts 12AC9023 0.34 Receptacles 
$C000385 24AWG 28AWG Gold Plated Contacts 12AC9027 aan 
ee > CONTINUED > 
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CIRCULAR CONNECTORS 


ECOMATE CIRCULAR CONNECTORS (CONT.) 


TERRAPIN SCE2 MINIATURE ms... Amphenol Pcd 


For Use |PriceEach 9 CIRCULAR PUSH-PULL CONNECTORS Available 
Mfg. Part No. Description Type With Stock No. 1-1- = 
@ C016 00U000 010 12 | Round Cord | Connector Cover} Ecomate Male Cable} 81K1422 10.09 
Plugs — 
@ C016 00V000 000 12 | Round Cord | Connector Cover | Ecomate Female | 81K1423 | 11.90 
Receptacles 
@ C016 00000 010 12 | Round Cord | Connector Cover | Ecomate Female Cable | 81K1424 9.19 In-Line Cable Plug 
Receptacles Rear Panel-Mount Chassis In-Line Cable Receptacle Katen In-Line Cable 
piesa Plug Receptacle 
- TERRAPIN: The Next Generation of SCE Connec- = ® No separate backshell (68 
tors from Amphenol required 
Circular Contacts @ Proven in USB 2.0 and Gigabit Ethernet Full range of accessories 
Pri applications available; go online or call 
a @ |P68 sealed when both mated and unmated ® Alternate key positions avail- 
AWG AWG Contact ea © Optional latching mechanism or push-pull able; go online or call 
Mfg. Part No. Max Min Plating Stock No. 1-9+ TERRAPIN 
Crimp, Pin Intended for harsh environment applications and used extensively in soldier communications, Amphenol Terrapin 
@ VNO1 016 0004 2 16AWG 20AWG Gold Plated Contacts 51R0304 = is a miniature series of circular push-pull connectors. Within a rugged shell design Terrapin offers superior EMC 
- performance and high environmental sealing to |P68. Resilient in severe situations the RoHS compliant black- 
@ VINO1 016 0004 1 16AWG 20AWG Silver Plated Contacts 97B3139 at silver plating is both low luster and corrosion resistant. Featuring an optional locking mechanism, multiple shell 
Crimp, Socket sizes with up to 37 contacts and suitability for overmolding, Terrapin is an ideal choice for miniature connectors 
@ VNO2 016 0003 4 20AWG | 26AWG | Silver Plated Contacts | 51R1460 = in military and other harsh environment applications. ; _ ; 
Cri S 5 = S d& High Vol Rear panel-mount chassis plugs are available for either PC tail or solder cup termination and mate with both 
rimp, Socket, Stamped single contacts, Standar: igh Voltage push-pull or latch style cable receptacle; order separately below. 
@ VNO2 016 0002 2 16AWG 20AWG Gold Plated Contacts 51R1459 = 5 
@ VNO2 016 0002 1 TeAWG | 20AWG | SiverPlated Contacts | 06R3623 No.of | Gontact’ |Contact) ° Contact RY 
54.83 Mfg. Part No. Contacts Type Plating Material Stock No. 1-4+ 
@ VNO2 016 0003 2 20AWG 26AWG Gold Plated Contacts 51R1453 133.17 Cable Mount Plug, Brass Body 
PIM_6511580 @ SCE2-B-06K06-07SN 7 Solder Socket] Gold | Beryllium Copper] 9474916 | 80.02 
@ SCE2-B-06K07-14SN 14 Solder Socket} Gold | Beryllium Copper) 9474917 73.47 
AT SERIES CIRCULAR CONNECTORS Am phenol® @ SCE2-B-06K08-19SN 19 [Solder Socket] Gold | Beryllium Copper | 9474918 | 110.37 
Industrial Cable Mount Receptacle, Brass Body 
RoHS @ SCE2-B-01K06-07PN 7 Solder Pin Gold | Beryllium Copper | 9474913 92.71 
a Gesnpian @ SCE2-B-01K07-14PN | 14 | SolderPin | Gold [Beryllium Copper| 9474914 | 94.61 
aS @ SCE2-B-01K08-19PN 19 Solder Pin Gold | Beryllium Copper | 9474915 | 130.42 
Cable Mount Receptacle, Brass Body, Latch-In 
@ SCE2-B-L1K06-07PN 7 Solder Pin Gold | Beryllium Copper) 9474910 = 
@ SCE2-B-L1K07-14PN 14 Solder Pin Gold | Beryllium Copper | 9474911 = 
@ SCE2-B-L1K08-19PN 19 Solder Pin Gold | Beryllium Copper | 9474912 | 131.66 
Panel Mount Plug, Brass Body 
@ SCE2-B-76A07- 14 Solder Socket} Gold | Beryllium Copper} 9474920 = 
Features © Contact retention system decreases installation es - 
© Made of molded thermoplastic with Neoprene or costs and increases reliability. @ SCE2-B-76A08- 19 | Solder Socket) Gold | Beryllium Copper} 9474922 = 
Silicone Rubber seal. @ Heavy-duty industrial connector, economical 19SN-002 
© Jam nut and square flange mounting styles. connector selection. @ SCE2-B-76A08- 19 Solder Socket} Gold | Beryllium Copper} 9474921 | 125.87 
@ Quick mating and unmating - reverse bayonet @ The 9 pin black receptacles are in accordance 419SN-001 
coupling. to the interface of the diagonostic connector of PIMcaatoaD 
@ Environmentally sealed - sealed against moisture J1939/13. = 
and contaminants. 
No.of | Contact | Contact | Contact Price Each LUMINUS LIGHTING CONNECTORS Amphenol Ped 
Mfg. Part No. Contacts Type Plating Material Stock No. 1-9+ SS 
Flange Mount Receptacle, Thermoplastic Body See Ge tinpiat 
ATC10-3PN 3 Crimp Pin Gold Copper Alloy | 67R2369 3.41 4 Available 
ATC10-5PN 5 Crimp Pin Gold Copper Alloy | 67R2370 4.04 \ 
ATC10-9-1939PN 9 Crimp Pin Gold Copper Alloy | 67R2371 = & 
SS - 
Jam Nut Receptacle, Thermoplastic Body oe ) 
@ ATC-17-9-1939PN 9 Crimp Pin Gold Copper Alloy | 61M3423 2.84 2 - J: 
Jam Nut Receptacle, Thermoplastic Body, Small Flange 
ATC-09-9-1939PN 9 Crimp Pin Gold Copper Alloy | 47Y4453 9.74 
For Use Price Each @ Insulator body: Polyamide 6//6 @ Temperature: -55 °C to 155 °C 
Mfg. Part No. | Description Type With Stock No.| 1-1-9 @ Grommet: Silicone rubber © Accepts standard MIL-C-39029/56-57-58 contacts 
- ® Contact retainers: Stainless steel (not included) 
AWS9-1939 Wave Spring oil Flange J1939 Receptacles [ISTMASDS ileils) Luminus is a compact, configurable interconnect with an easy, secure coupling mechanism and tough 
@ ALHN-19 ef Hex Nut Size 9 Jam Nut receptacle 61M3427 0.52 polyamide housing. Luminus is ideal for today's sophisticated commercial, military and industrial vehicle interior 
@ATC10-RC9 | LessLanyard) Dust Cap Size 9 Round Nut Receptacle | 64M6526 = environments in which full-spectrum, adjustable, and LED lighting creates a more comfortable or productive 
: atmosphere. Yet the rugged Luminus connector equally withstands the punishment of vehicle exterior and 
ATC10-RC3_| Less Lanyard | Dust Cap Size 3Round NutReceptacle | RGZRZEGs = emergency lighting. Its small footprint and aircraft-grade cable-mount accessories allow for fast, efficient 
ATC10-RC5 |LessLanyard| Dust Cap Size 5 Round Nut Receptacle | 67R2366 0.80 assembly. 
ATC10-RC3C. With Lanyard | Dust Cap _ 3 Square Flange Receptacle | 67R2365 0.90 No. of Shell Mounting Price Each 
ATC10-RCSC | With Lanyard | DustCap | Size 5 Square Flange Receptacle | 67R2367 0.94 Mfg. Part No. Positions Size Type Stock No. 4-4+ 
@ATC10-RC9L | With Lanyard | Dust Cap Size 9 Jam Nut Receptacle 67R2368 1.53 Plug, Socket, Black, Twist & Lock 
PIM_197535 @ SJS830250 2 Positions 5 Cable Moun' 68R2594 41.08 
@ SJS830100 8 Positions 7 Cable Mount 11R8529 28.89 
Circular Clamps/Strain Reliefs Plug, Socket, Blue, Push-Pull 
= @ SJS816120 3 Positions 11 Cable Moun 96M9478 30.17 
Shell Price Each = 
Mfg, Part No. Size Stock No. aes J @ SJS820120 3 Positions 8 Cable Moun\ 88M9635 30.19 
ASR9-1939 9 47Y4452 = Plug, Socket, Green, Push-Pull 
PIM_5511316 @ SJS720100 1 Positions 6 Cable Moun\ 96M9474 30.19 
Plug, Socket, Red, Push-Pull 
@ SJS816100 3 Positions 11 Cable Moun' 96M9476 24.37 
@ SJS716110 1 Positions 6 Cable Moun 96M9473 30.02 
Plug, Socket, White, Push-Pull 
@ SJS820110 3 Positions 8 Cable Mount 96M9479 30.19 
> CONTINUED > 
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LUMINUS LIGHTING CONNECTORS (CONT.) 


No. of Shell | Mounting Price Each 
Mfg. Part No. Positions Size Type Stock No. 1-4+ 

Plug, Socket, White, Twist & Lock 

@ SJS840310 3 Positions 8 Cable Mouni 68R2597 26.56 
Receptacle, Pin, Black, Twist & Lock 

@ SJS830270 2 Positions 5 Cable Moun’ 68R2595 25.35 
@ SJS830200 8 Positions 7 Cable Mouni 11R7875 17.61 
Receptacle, Pin, Blue, Push-Pull 

@ SJS816220 3 Positions 1 Cable Mouni 96M9488 29.04 
@ SJS820220 3 Positions 8 Cable Mouni 88M9638 30.55 
Receptacle, Pin, Red, Push-Pull 

@ SJS816200 3 Positions 1 Cable Mouni 96M9486 21.45 
@ SJS716210 1 Positions 6 Cable Mouni 96M9482 23.74 
Receptacle, Pin, White, Push-Pull 

@ SJS820210 3 Positions 8 Cable Moun’ 96M9489 28.07 

For Use Price Each 
Mfg. Part No. Type With Stock No.|  1-1-4+ 
@ SJS445000 | Mounting Cradle | Circular ES ie Series Shell] 68R2589 18.59 
ize 
@ SJS991000 | Mounting Cradle } Circular usa oe Series Shell] 68R2609 19.02 
ize 

PIM_175890 
STANDARD BUCCANEER® SEALED CABLE 
CONNECTORS bulgin 


abrand of Elektron Technology 


Sepiis 
Compliant 
) Available 
)y/ 38.0mm @ © 
WG 


© Sealed to IP68 when mated 
© Overall diameter of 38mm 


© Cable acceptance: 6-8mm; 3.5-9mm with 
alternative glands 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


STANDARD BUCCANEER® SEALED IN-LINE 


CABLE CONNECTORS bulgin 


abrand of Elektron Technology 


T opin : 
Compliant 
Available 
.omm 0 ‘ 
WG 


© Sealed to IP68 when mated ® Cable acceptance: 6-8mm, 3.5-9mm with 
© Overall diameter: 38mm alternative glands 

@ Housing resistant to dust, oil and salt water ® Color: Black 

@ Leading ground contact for 3 way versions 


In-line environmentally sealed cable connectors are specifically designed for harsh applications where water, 
dust, oil or spray could present a hazard. Dust and waterproof to IP68. Mate with standard Buccaneer® sealed 
cable connectors; order separately. Screw termination on 2, 3, 4, 6 and 7 way, crimp on 9 way, crimp or solder 
on 12 and 25 way. Order 12 and 25 way contacts separately; go online or call 
No. of Mounting Termination Price Each 
Mfg. Part No. Contacts Type Type Stock No. 1-24+ 

Plug, Pin 

@ PX0732/P 3 Cable Moun Screw 48F2439 20.29 

@ Px0740/P 6 Cable Moun Screw 48F2444 19.18 

@ Px0746/P dg Cable Moun Screw 9205338 28.56 
Receptacle, Socket 

@ PX0737/S 2 Cable Moun Screw 48F2449 21.44 

@ PX0732/S 3 Cable Moun' Screw 48F2454 24.84 

@ PX0749/S 4 Cable Moun Screw 7300751 24.89 

@ PX0740/S 6 Cable Moun Screw 48F2459 29.92 

@ PX0746/S 7 Cable Moun Screw 9205339 37.39 
PIM_72426 
STANDARD BUCCANEER® SEALED PANEL 

CONNECTORS bulgin 


abrand of Elektron Technology 


RoHS 
—_ Compliant 
Available 


© Housing resistant to dust, oil and salt water ® Color: Black 7 
@ Leading ground contact for 3 way versions © 
Buccaneer® environmentally sealed cable connectors are specifically designed for harsh applications where A G 
water, dust, oil or spray could present a hazard. These robust connectors are dust and waterproof to IP68. 
Mates with in-line and panel mount Buccaneer® sealed connectors; order separately online or call. Screw Omm i) 
termination on 2, 3, 4, 6 and 7 way, crimp on 9 way, crimp or solder on 12 and 25 way. Order 12 and 25 way 
contacts separately; go online or call 
No. of Mounting Termination Price Each 
Mfg. Part No. Contacts Type Type Stock No. 1-24+ 
Plug, Pin @ Panel mounting connector © Overall diameter 38mm 
@ PX0736/P 2 Cable Moun Screw 48F2433 16.62 © Single hole fixing © Housing resistant to dust, oil and salt water 
@ PX0731/P 3 Cable Moun Screw 48F2438 19.81 © Mounting hole diameter: 35.5mm nom. plus @ Leading ground contact for 3 way versions 
@ PX0748/P 4 Cable Moun Screw 50B9070 20.93 keyway © Color: Black 
2 © Sealed to IP68 when mated 
© PXOTSO/P 6 Cable Moun Screw Gees 20.90 Panel mount environmentally sealed connectors are specifically designed for harsh applications where water, 
@ PX0745/P 7 Cable Moun Screw 92B4506 21.07 dust, oil or spray could present a hazard. Dust and waterproof to |P68. Mate with standard Buccaneer® cable 
@ PX0728/P 9 Cable Moun Crimp 95B9277 18.68 connectors; order separately online or call. Screw termination on 2, 3, 4, 6 and 7 way, crimp on 9 way, crimp or 
: solder on 12 and 25 way. Order 12 way contacts separately; go online or call 
Receptacle, Socket . 
@ PX0736/S 2 Cable Mount Screw 48F2448 21.02 No. of Mounting Termination | Price Each 
@ PX0731/S 3 Cable Moun Soew 48F 2453 A037 5 vis fan No. Contacts Type Type Stock No. 1-24+ 
© PX0748/S 4 Cable Moun Screw 40c2717_-| 22.82 all 5 small 5 — 
© PX0739/S 6 Cable Moun Screw 48F2458 | 26.81 © PXOTSOP | rane ven se a 15.03 
© PXO7A5IS 7 Cable Moun Screw 65¢0035 | 22.98 eT ; —_— ee ee 
: ug, Socket 
@ PX0728/S 9 Cable Moun’ Crim| 01C8760 i 
7 a @ PX0744/S rs | Panel Mouni Screw 50B1188 22.82 
IMO Receptacle, Socket 
@ PX0735/S 2 Panel Mouni Screw 48F2450 19.35 
Circular Without Contacts @ PX0730/S 3 Panel Moun Screw 48F2455 20.87 
No. of Mounting Price Each @ PX0747/S 4 Panel Moun Screw 50B1189 27.54 
Mfg. Part No. Positions Type Stock No. 1-24+ @ PX0738/S 6 Panel Moun Screw 48F2460 24.33 
Plug, Pin PIM_72427 
@ PX0820/P 25 Positions Cable Mount 0107958 13.17 
PIM_5511572 
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Circular Without Contacts 
PIM_5511574 
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STANDARD BUCCANEER® SEALED FLANGE 400 SERIES BUCCANEER® SEALED CABLE CONNECTORS (CONT.) 
CONNECTORS bulgin @ Waterproof and Dustproof to IP68 ® Contact Accommodation: 2, 3 Pole, 20-24 AWG; 4, 
sia ol DesearaSs @ Overall Diameter: 19mm 6, 8 Pole, 22-26 AWG; 10, 12 Pole, 24-28 AWG 
2 © Accepts Pin and Socket Contacts @ Flammability Rating: UL94V-0 
fons © Ratings from 8A, 250V to 1A, 50V © Operating Temperature Range: -40° to +80°C. 
Geasinpian ® Cable Sealing Range from 3.0mm to 7.0mm O.D. 
Available Mates with mfg. part no. PX0411 flex inline cable connectors and mfg. part no. PX0412 panel mount 
Al G connectors; order separately. Go online or call. Order gold-plated crimp or solder contacts separately. Go online 
or call. Order cable glands and sealing caps to maintain IP68, and contact insertion tooling separately. Go online 
or call. UL recognized, CSA certified, VDE approved. 
No. of Mounting Price Each 
Mfg. Part No. Positions Type Stock No. 1-24+ 
Plug, Pin 
@ PX0410/02P/5560 2 Positions Cable Mount 9202433 11.59 
; @ PX0410/03P/5560 3 Positions Cable Moun’ 9202435 9.27 
@ Low-Profile Flange Mounting on 9 Way a 
@ Fixing Holes: 4 x 3.8mm Dia. at 33.3mm Centers @ Housing Resistant to Dust, Oil and Salt Water © PxX0410/04P/4550_ | 4 Positions | CableMount_ | 9202437 | 9.35 
@ Sealed to IP68 When Mated @ Leading Ground Contact for 3 Way Versions @ PX0410/06P/4550 6 Positions Cable Moun 9202439 13.53 
© Screw Termination on 2, 3, 4 and 6 Way, Crimp © Color: Black @ PX0410/08P/6065 8 Positions Cable Moun! 9202441 12.06 
Flange mount environmentally sealed connectors are specifically designed for harsh applications where water, epynaininpeanas. | 40Posifions | CahleNMount | Q9coaaa. | aaa 
dust, oil or spray could present a hazard. Dust and waterproof to IP68. UL recognized, CSA certified, VDE SEXIHOMEEIGS (O'posiuons Gable Mount eze2kss ore 
approved. Mate with standard Buccaneer® cable connectors; order separately. Receptacle, Socket 
7 2 Positi Cable M 9202434 
No. of Mounting Termination Price Each @ PX0410/02S/5560 cad ions able Mount 10.14 
Mfg. Part No. Contacts Type Type Stock No. 4-24+ @ PX0410/03S/5560 3 Positions Cable Mouni 9202436 12.06 
Plug, Pin @ PX0410/04S/4550 4 Positions Cable Mount 9202438 9.27 
@ PX0765/P 3 Panel Mount Screw 48F2442 19.90 @ PX0410/06S/4550 6 Positions Cable Moun’ 9202440 9.31 
@ PX0766/P 4 Panel Mount Screw 4002714 19.64 @ PX0410/08S/6065 8 Positions Cable Mount 9202442 12.06 
@ Px0769/P 9 Panel Mount Crimp 4002713 21.68 PIM_72429 
Receptacle, Socket 
@ PX0764/S 2 Panel Mount Screw 48F2452 21.00 400 SERIES BUCCANEER® SEALED CONNECTORS 
@ PX0765/S 3 Panel Mount Screw 48F2457 29.72 bul gin 
@ PX0766/S 4 Panel Mount Screw 4002715 24.94 a brand of Elektron Technology 
@ PX0767/S 6 Panel Mount Screw 48F2462 12.75 
RoHS 
PIM_72420 — Geeeinpia 
46.0mm max — Available 
ACCESSORIES FOR STANDARD BUCCANEER® (/ 7 7 . W @ 
SEALED CONNECTORS bulgin \ i 
abrand of Elektron Technology SS 
Bim 
Compliant 
Available © Waterproof and Dustproof to IP68 © Operating Temperature Range: -40° to +80°C. 
© Overall Diameter: 19mm @ Contact Accommodation: 2, 3 Pole, 20-24 AWG; 4, 
© Accepts Pin and Socket Contacts 6, 8 Pole, 22-26 AWG; 10, 12 Pole, 24-28 AWG 
© Ratings from 8A, 250V to 1A, 50V @ Flammability Rating: UL94V-0 
® Cable Sealing Range From 3.0mm to 7.0mm O.D. 
Mates with mfg. part no. PX0410 cable connectors; UL recognized, CSA certified, VDE approved. 
No. of Mounting Price Each 
Cable Support Mfg. Part No. Positions Type Stock No. 1-24+ 
Plug, Pin, Inline 
Sealing Caps @ PX0411/02P/5560 2 Positions Cable Moun! 9202447 11.27 
© Sealing caps maintain IP68 rating of unmated e Cable support suitable for 5-7mm cable diameters @ PX0411/06P/4550 6 Positions Cable Moun' 9202453 9.56 
connectors @ In-line cable joiner supplied with 3-way terminal 7 
© Caps double as assembly tool to fit inserts block @ PX0411/08P/6065 8 Positions Cable Moun’ 9202455 11.18 
© Pack of 3 alternative cable glands: 3.5-5mm, ® Crimp tool for 9-way contacts Receptacle, Socket, Inline 
5-7mm and 7-9mm @ PX0411/028/5560 2 Positions Cable Moun! 9202448 10.88 
For Use Price Each @ PX0411/03S/5560 3 Positions Cable Moun 922450 10.14 
Mfg. Part No. With SiockiNo: wey: @ PX0411/04S/4550 4 Positions Cable Moun 9202452 10.92 
Hand, Crimp Tool, for Bulgin Buccaneer Contacts @ PX0411/068/4550 6 Positions Cable Moun 9202454 10.92 
@ 13826 Bulgin Buccaneer Contacts TACE864 a @ PX0411/08S/6065 8 Positions Cable Moun 9202456 931 
Insertion Tool, 2BAWG to 24AWG @ PX0411/108/6065 10 Positions Cable Moun 9202458 9.61 
43027 Buccaneer 10, 12 Pole Connectors 9202531 11.67 
PIM_72430 
Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ 
ZI 400 SERIES BUCCANEER® SEALED PANEL 
© PX0733 ~ __|_“8F2i67_| 1.95 ___ MOUNT CONNECTORS bulgi 
@ SA3253 Cable Gland, for Buccaneer Connectors 48F2471 1.33 : ulgin o 
brand of Elektron Technology 
@ 12237 Cable Support, for 5-7 & 7-9mm Diameter Cables 48F2478 2.54 
@ PX0734 Sealing Cap / Cover, for Flex Cable Connectors 36K2024 3.62 Spire vse 
/ompliant 
PIM_41772 ‘Available 


ee WG 
400 SERIES BUCCANEER® SEALED CABLE / f \ 


CONNECTORS bulgin 


abrand of Elektron Technology 


RoHS 
Compliant © Waterproof and Dustproof to IP68 © Operating Temperature Range: -40° to +80°C 
[6.0mm max oe © Overall Diameter: 19mm © Contact Accommodation: 2, 3 Pole, 20-24 AWG; 4, 
y = © Accepts Pin and Socket Contacts 6, 8 Pole, 22-26 AWG; 10, 12 Pole, 24-28 AWG 
7 © Ratings from 8A, 250V to 1A, 50V @ Flammability Rating: UL94V-0 
© Cable Sealing Range from 3.0mm to 7.0mm 0.D. 


‘ Mates with mfg. Part No. PX0410 cable connectors; order separately. Order gold-plated crimp or solder 
19.1mm contacts separately. Order cable glands, sealing caps to maintain IP68, and contact insertion tooling separately. 
of UL recognized, CSA certified, VDE approved. 


a: 
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400 SERIES BUCCANEER® SEALED PANEL MOUNT CONNECTORS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


Cable Gland Assortment Pack 


: Price Each These nylon (polyamide) cable glands are ideal for use with 400 series Buccaneer® circular connectors. Each 
No. of Mounting [ttice Each assortment pack contains four color-coded cable glands with collets. Mfg. part no. PX0482 pack includes one 
Mfg. Part No. Positions Type Stock No. 1-24+ each: 3-3.5mm light grey, 3.4-4mm grey, 4-4.5mm green and 4.5-5mm red cable gland. Mfg. part no. PX0483 
Plug, Pin, Front Mount pack includes one each: 5-5.5mm yellow, 5.5-6mm blue, 6-6.5mm white and 6.5-7mm black cable gland. 
@ PX0412/02/P/5560 2 Positions Panel Mount 9202461 8.90 Price Each 
@ PX0412/03/P/5560 3 Positions Panel Moun 9202463 8.17 Mfg. Part No. Contents Stock No. 4-24+ 
@ PX0412/04/P/4550 4 Positions Panel Mount 9202465 8.14 For Cable 3mm to 5mm Diameter 
@ PX0412/06/P/4550 6 Positions Panel Mount 9202467 8.90 @ Px0482 | Four Color-Coded Cable Glands with Collets 9202478 1.96 
@ PX0412/08/P/6065 8 Positions Panel Moun 9202469 8.14 For Cable 5mm to 7mm Diameter 
Plug, Socket, Front Mount @ PX0483 | Four Color-Coded Cable Glands with Collets 92C2479 2.90 
@ PX0412/02/S/5560 2 Positions Panel Moun’ 9202462 8.37 PIM_5510986 
Receptacle, Socket, Front Mount 
© PX0412/03/S15560 anosione Penal sun eens 814 6000 SERIES BUCCANEER® SEALED FLEX CABLE 
@ PX0412/04/S/4550 4 Positions Panel Moun 9202466 12.05 CONNECTORS bulgin 
@ PX0412/06/S/4550 6 Positions Panel Mount 9202468 12.05 brand of Elektron Technology 
@ PX0412/08/S/6065 8 Positions Panel Mount 92C2470 7.77 
@ PX0412/12/S/6065 12 Positions Panel Mount 9202474 8.56 " 
PIM_72431 ¢ 7) C) 
4000 SERIES BUCCANEER® CONTACTS 
Price per PXM6010/03P/ST/IOS07/SN PXM6010/03S/ST/0507/SN PXP6010/03P/ST/0507 PXP6010/03S/ST/0507 
AWG AWG Contact |__Pkg. © Mate with in-line flex or panel mount versions © Leading earth on 3 pole pee fart 
Mfg. Part No. Max Min Plating Stock No. 1-24+ @ Push/pull locking ring with 30° twist locking connectors ‘Available 
Crimp, Pin © Sealed to IP66, IP68 and IP69K when mated © Screw and crimp termination 
@ SA3350 20AWG | 24AWG | GoldPlated Contacts | 923202 | 13.07 ae of _ ae deat os igeat laine She me 
etal connectors mate with mfg. part no. in-line flex cable connectors and mfg. part no. 
@ SA3348 20AWG 26AWG Gold Plated Contacts 9203199 12.76 front panel mounting connectors; ordered separately. Plastic connectors mate with mfg. part no. PXP6011 
@ SA3180 24AWG 28AWG Gold Plated Contacts 05C0782 7.63 in-line flex cable connectors and mfg. part no. PXP6012 front panel mounting connectors; ordered separately. 
Crimp, Socket Order contacts separately. 
@ SA3349 20AWG 24AWG Gold Plated Contacts 92C3201 18.91 No. of Contact | Contact | Contact Price Each 
@ SA3347 22AWG 26AWG Gold Plated Contacts 9203197 49.47 Mfg. Part No. Contacts Type Plating | Material | Stock No. 1-9+ 
@ SA3179 24AWG 28AWG Gold Plated Contacts 05C0780 11.39 Cable Mount Plug, Brass Body 
Solder, Pin @ PXM6010/02P/ST/0507/SN 2 Screw Pin Nicke Brass | 56W4576 | 63.22 
@ SA3350/1 20AWG 24AWG Gold Plated Contacts 79C4288 13.07 @ PXM6010/02S/ST/0507/SN 2 Screw Socket | Nickel Brass | 56W4577 64.68 
@ SA3348/1 22AWG 26AWG Gold Plated Contacts 9203200 14.93 @ PXM6010/03P/ST/0507/SN 3 Screw Pin Nickel Brass | 56W4578 | 65.67 
@ SA3180/1 24AWG 28AWG Gold Plated Contacts 9202487 10.30 @ PXM6010/03S/ST/0507/SN 3 Screw Socket | Nicke Brass | 56W4579 | 77.14 
Solder, Socket Cable Mount Plug, PBT (Polybutylene Terephthalate), PC (Polycarbonate) Body 
@ SA3349/1 20AWG 24AWG Gold Plated Contacts 7904291 16.53 @ PXP6010/02P/ST/0507 2 Screw Pin Nickel Brass | 56W4612 20.10 
@ SA3347/1 22AWG | 26AWG | Gold Plated Contacts 92C3198 15.20 @ PXP6010/02S/STIO507 2___| Screw Socket | Nickel | Brass_| S6W4613 | 24.20 
@ SASI79/ 24awG | 28AWG | GoldPlatedContacts | 817287 | 14.58 @ PXP6010/03P/ST/0507 a ScrewPin | Nickel | Brass |RSGWAGISS M2UIo2 
PIM_72435 @ PXP6010/03S/ST/0507 3 Screw Socket | _Nicke Brass | 56W4615 | 21.98 
PIM_209593 
400 SERIES BUCCANEER® ACCESSORIES date qanen pa wan 
H Ircular Without Contacts 
bulgin 
abrand of Elektron Technology No. of Mounting Price Each 
Mfg. Part No. Positions Type Stock No. 1-9+ 
—=. Sian Plug, Pin 
re) inser, Jeet Available @ PXM6010/08P/CR/O709/SN 8 Positions Cable Mount 56W4580 56.92 
Y oe @ PXM6010/16P/CR/0910/SN 16 Positions Cable Mount 56W4582 56.92 
@ PXM6010/22P/CR/0910/SN 22 Positions Cable Mount 56W4584 56.92 
re) Plug, Socket 
Dust Caps @ PXM6010/08S/CR/0709/SN 8 Positions Cable Mount 56W4581 8.15 
re) @ PXM6010/16S/CR/0910/SN 16 Positions Cable Mount 56W4583 56.92 
@ PXM6010/22S/CR/0910/SN 22 Positions Cable Mount 56W4585 56.92 
PIM_5511584 
PX0482 Cable Gland Pack 
® Sealing Caps to Maintain IP68 Rating of Unmated = @ Cable Sealing Gland Packs 
j me te © Installation Tools 6000 SERIES BUCCANEER® SEALED IN-LINE FLEX 
ust Caps 4 
Pp CABLE CONNECTORS bulgin 
For Use Price Each brand of Elektron Technology 
Mfg. Part No. Type With Stock No. 1-9+ 
Nylon (Polyamide) Body y. (aD; 
@ PX0480 Dust Cap | Buccaneer PX0412 Front Panel Mounting Circular | 9202475 3.38 wes _. in = a 
Connectors i. W 
@ PX0484 Dust Cap | Buccaneer PX0413 Flex Body Style Circular] 34K0671 4.90 i > | 
Connectors = 
@ PX0481 —_| Sealing Cap | Buccaneer PX0400, PX0402, PX0410 Flex Circular 922477 3.95 PXM6011/03P/STIOSO7/SN _ PXM6011/03S/ST/O507/SN PXP6011/03P/ST/0507 PXP6011/03S/ST/0507 
Connectors © Push/pull latching mechanism © Pin or socket versions fos ja 
Insertion Tools © 30° twist locking © Leading earth on 3 pole Available 
Price Each © Sealed to IP66, IP68 and IP69K when mated connectors 
aes For Use Persea act © For in-line cable connections © Screw and crimp termination 
Mfg. Part No. = Description With Stock No.| _1-1-4+ Metal connectors mate with mfg. part no. PXM6010 flex cable connectors, plastic connectors mate with mfg. 
13027/2 _ | Insertion Tool, 24AWG to 20AWG | Buccaneer 2, 3 Pole Connectors | 79C4285 | 14.80 part no. PXP6010 flex cable connectors; order separately. Order contacts separately. 
13027/1 | Insertion Tool, 26AWG to 22AWG sacar 8 Pole} 92C2532) 12.51 No. of Contact | Contact | Contact Price Each 
- Mfg. Part No. Contacts Type Plating | Material | Stock No. 1-9+ 
13027 Insertion Tool, 28AWG to 24AWG | Buccaneer 10, 12 Pole| 9202531 11.67 
Connectors Cable Mount Receptacle, Brass Body 
PIM 72432 @ PXM6011/02P/ST/0507/SN 2 Screw Pin Nickel | Brass | 56W4586 | 50.71 
@ PXM6011/02S/ST/0507/SN 2 Screw Socket | Nickel | Brass | 56W4587 | 51.94 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


6000 SERIES BUCCANEER® SEALED IN-LINE FLEX CABLE CONNECTORS 6000 SERIES BUCCANEER® CONTACTS (CONT.) 
(CONT.) Price per 
No. of Contact | Contact | Contact Price Each AWG Contact Ltn | 
Mfg. Part No. Contacts Type Plating | Material | Stock No. 1-9+ Mfg. Part No. Min Plating Stock No. 1-9+ 
Cable Mount Receptacle, Brass Body Crimp, Pin, 16A, for 2 & 3 pole 
@ PXM6011/03P/ST/0507/SN 3 ScrewPin | Nickel | Brass | 56W4588] 51.94 @ SA3545/P 18AWG Nickel Plated Contacts 56W4644 13.80 
@ PXM6011/03S/ST/0507/SN 3 Screw Socket | Nickel | Brass | 56W4589| 53.16 Crimp, Socket, 10A, for 8 pole 
Cable Mount Receptacle, PBT (Polybutylene Terephthalate), PC (Polycarbonate) Body @ SA3544/S 18AWG Nickel Plated Contacts 56W4643 14.85 
@ PXP6011/02P/ST/0507 2 Screw Pin | Nickel | Brass | 56w4618 | 19.56 Crimp, Socket, 16A, for 2 & 3 pole 
@ PXP6011/02S/ST/0507 2 | Screw Socket | Nickel | Brass | 56W4619 | 20.28 @ SA3545/S 18AWG Nickel Plated Contacts 56W4645 18.72 
@ PXP6011/03P/ST/0507 3 Screw Pin Nickel Brass | 56W4620 29.11 PIM_209595 
@ PXP6011/03S/ST/0507 3 Screw Socket | Nickel | Brass | 56W4621 | 28.55 
PIM_209591 6000 SERIES BUCCANEER® Geeeinpian 
hh  —SCse"7nccessorics Availabe bulgin 
Circular Without Contacts shee Tere 
No. of Mounting Price Each = => a 
Mfg. Part No. Positions Type Stock No. 1-9+ ‘ ‘ oa 
Receptacle, Pin Pe 
@ PXM6011/08P/CR/0709/SN 8 Positions Cable Mount 56W4590 48.15 “a 
@ PXM6011/16P/CR/0910/SN 16 Positions Cable Mount 56W4592 48.15 ~ 
@ PXM6011/22P/CR/0910/SN 22 Positions Cable Mount 56W4594 48.15 q "| 
@ PXP6011/08P/CR/0709 8 Positions Cable Mount 56W4622 14.37 PXM6081 PXM6083 PXP6083 
Receptacle, Socket - 
@ PXM6011/08S/CR/0709/SN 8 Positions Cable Mount 56W4591 48.15 S @ ead @ & 
@ PXM6011/16S/CR/0910/SN 16 Positions Cable Mount 56W4593 48.15 Parone Z 
@ PXM6011/22S/CR/0910/SN 22 Positions Cable Mount 56W4595 48.15 o- 
PIM_5511583 i 
Vee 14946/SP 
PXM6090 1423212/SP 
6000 SERIES BUCCANEER® SEALED PANEL = ® Sealing caps maintain IP rating of unmated ® Cable sealing gland packs 
MOUNT CONNECTORS bulgin connectors © Installation tools 
abrand of Elektron Technology For Use Price Each 
Mfg. Part No. Type With Stock No. 1-9+ 
Brass Body 
/ @ PXMG6083 | Sealing Cap 6000 Series Buccaneer Chassis Connectors 56W4610 | 38.44 
fi @ PXM6081 | Sealing Cap 6000 Series Buccaneer Flex Connectors 56W4608 | 30.90 
@ PXM6082 | Sealing Cap} 6000 Series Buccaneer Flex In-Line Connectors 56W4609 13.75 
Thermoplastic Body 
PXM6012/03P/ST PXM6012/03S/ST PXP6012/03P/ST PXP6012/03S/ST @ PXP6083 | Sealing Cap | PXP6012, aka ee ia: PXP6033 | 56W4640 8.78 
@ Push/pull latching mechanism ®@ Single hole fixing OHS ; 
© 30° twist locking © Leading earth on 3-pole Available For Use Price Each 
© Sealed to IP66, IP68 and IP69K when mated connectors Mfg. Part No. Type With Stock No.|  1-1-9+ 
e i e i iniati 
Eront panel mounting ‘ eciew-and cry temminiation 2 @ PXM6090 Cable Screen 6000 Series Buccaneer Connectors 56W4611 OO, 
Metal connectors mate with mfg. part no. PXM6010 flex cable connectors, plastic connectors mate with mfg. - - - 
part no. PXP6010 flex cable connectors; order separately. Order contacts separately. @ PXP6088 | Cable Gland Pack | Bulgin 6000 ce oe Circular | 56W4641 2.04 
‘onnectors 
No. of Contact Contact | Contact Price Each PIM 209596 
Mfg. Part No. Contacts Type Plating | Material | Stock No. 1-9+ ~ 
Panel Mount Receptacle, Brass Body 
@ PXM6012/03P/ST | 3 Screw Pin Nickel | Brass | 56W4598| 36.06 CeeLok FAST-T CONNECTORS = 
@ PXM6012/03S/S 3 Screw Socket Nickel | Brass | 56W4599| 32.60 — TE 
@ PXM6012/08P/CR 8 Crimp Pin - Contacts Not]... ae 56W4600 | 32.95 . mcrae? 
Supplied ‘ | AUTHORIZED DISTRIBUTOR 
@ PXM6012/08S/CR 8 Crimp Socket - Contacts ai se 56W4601] 28.09 \/ RoHS _ 
Not Supplied ANN so 
@ PXM6012/16P/CR 16 Crimp Pin - Contacts Not]... ai 56W4602| 32.95 
Supplied 2102352-1 
@ PXM6012/16S/CR 16 Crimp Socket - Contacts ea - 56W4603 | 28.66 ~ 
Not Supplied 2102351-1 2102351-2 
@ PXM6012/22P/CR}| 22 Crimp Pin - Contacts Not]... i 56W4604 | 28.66 
Supplied 
@ PXM6012/22S/CR 22 Crimp Socket - Contacts os a 56W4605 | 28.66 N 
Not Supplied ¥ 
Panel Mount Receptacle, PBT (Polybutylene Terephthalate), PC (Polycarbonate) Body wh | \ 
@ PXP6012/02P/ST 2 Screw Pin Nickel | Brass | 56W4624| 16.74 Vv 2102353-2 
@ PXP6012/02S/ST 2 Screw Socket Nickel | Brass | 56W4625] 23.74 2102352-2 nique 
SEAROOTZOSFIST. 3 - Soe al Nickel | Brass _|SSGWIA626)/ME2OI02 © 1 Gbit-ethernet and 10 Gbit-ethernet when used adaptor styles and seal boots 
@ PXP6012/08P/CR 8 Crimp Pin - Contacts Not}... cs 56W4628 8.79 with Cat 5e, Cat 6A or Cat 7 cables © Scoop-proof design 
Supplied © Crimp snap, 39029-style contacts for easy termina- © Insert assembly mechanically retained for < 25lb 
@ PXP6012/08S/CR 8 Crimp Socket - Contacts us ie 56W4629} 13.82 tion and field repairability retention force 
Not Supplied @ Backshell integrated in plug body provides low @ Robust coupling ring mechanism 
PIM 209574 profile, low weight strain relief and EMI protection © Size 8 shell saves weight and space 
~ @ T-shaped pin pattern improves SI through uniform = @ Insert material: thermoplastic 
crosstalk cancellation © Contact material: copper alloy 
6000 SERIES BUCCANEER® Rods ; © Compatible with multiple braid terminations, 
ompliant 5 Rricsicach 
CONTACTS Available bulgin No. of Contact Contact Contact [EEMCSIEGeny 
© Crimp contacts a breed et Ebleion Taohvioiogy Mfg. Part No. | Contacts Type Plating Material Stock No. 1-4+ 
© Gold plated Cable Mount Plug, Aluminium Alloy Body, Black Zinc Nickel, A Key 
For use with 6000 series Buccaneer connectors; ordered @ 2102353-4 8 Crimp Socket Gold Beryllium Copper | 46W3250 = 
separately. Sold in packages of 10. 
a eee Cable Mount Plug, Aluminium Alloy Body, Black Zinc Nickel, B Key 
@ 2102353-6 8 Crimp Socket Gold Beryllium Copper | 46W3252 — 
> CONTINUED > > CONTINUED > 
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CIRCULAR CONNECTORS 


CeeLok FAST-T CONNECTORS (CONT.) MINI-CON-X® HARSH 
No. of Gaaiack. ~ | |Gontaek Contact Price Each ENVIRONMENT CONNECTORS (CONT.) - 
Mfg. Part No. | Contacts Type Plating Material Stock No. 41-4+ Features ; 7 © Voltage Rating: 600 V AC/DC 
— 5 = © Life: 300 insertion / withdrawal cycles minimum © Current Rating: 13.0 A— max 
Cable Mount Plug, Aluminium Alloy Body, Black Zinc Nickel, NormalKey ® Coupling Locking Style: Bayonet with ribbed © Weathertight: IP67 when mated 
@ 2102353-2 8 Crimp Socket Gold Beryllium Copper | 46W3248 ae coupling nut ® Backshell, Coupling Ring, Shell, Hex nut: Thermo- 
ras 5 © Backshell Style: Removable twist lock plastic, UL 94HB, Black 
Cable Mount Plug, Aluminium Alloy Body, Nickel, A Key - © Conductor Size: #16 contacts accept 16-18AWG; ® Contacts: Copper Alloy, Gold over Nickel Plate 
@ 2102353-3 8 Crimp Socket Gold Beryllium Copper | 46W3249 a #20 contacts accept 20-24AWG © Gasket, Grommet, O-ring: Elastomer, Black 
Cable Mount Plug, Aluminium Alloy Body, Nickel, B Key Mini-Con-X® 0.715” [18mm] OD watertight connectors are designed for industrial, marine, construction 
@ 2102353-5 8 Crimp Socket Gold Beryllium Copper | 46W3251 — and other harsh environment applications. Non-corrosive, high-impact, molded construction minimizes hazards 
Cable Mount Plug, Aluminium Alloy Body, Nickel, Normal Key of electrical shock and provides resistance in hostile outdoor environment. Also Suited for a wide variety of 
- . non-environmental applications such as communication systems, medical, data processing and entertainment 
@ 2102353-1 8 Crimp Socket | Gold | Beryllium Copper | 46W3247 ee devices. Available in cable-end, panel mount, or cable-to-cable connections. Mfg. part nos. with suffix -DC 
Panel Mount Receptacle, Aluminium Alloy Body, Black Zinc Nickel, A Key indicates daisy chain grommet with three I.D.’s: 0.125", 0.188” and 0.25”. UL recognized. Meets NEMA 6P 
Di F cD when mated. 
A Crimp mn Gold Bery a Copper_[MASWE2s NOTE: When mating two cables, the cable-to-cable connectors need to be used in conjunction with the cable 
Panel Mount Receptacle, Aluminium Alloy Body, Black Zinc Nickel, B Key end connectors. 

z 8 Crimp Pi G Beryllium C 46W3246 eee 7 
Sceses ene - ue ery un opper No. of Contact Contact Contact Price Each 
Panel Mount Receptacle, Aluminium Alloy Body, Black Zinc Nickel, Normal Key Mfg. Part No. Contacts Type Plating Material Stock No. 1-9 
@ 2102352-2 8 Crimp Pin Gold__| Beryllium Copper | 24W8946 = Cable Mount Plug, Nylon (Polyamide) Body, Cable End 
Panel Mount Receptacle, Aluminium Alloy Body, Nickel, A Key @ 6282-3PG-3DC 3 Solder Pin Gold | Copper Alloy | 89F4110 474 
@ 2102352-3 8 Crimp Pin Gold Beryllium Copper | 46W3243 — @ 6282-4PG-3DC 4 Solder Pin Gold Copper Alloy | 89F4112 11.63 
Panel Mount Receptacle, Aluminium Alloy Body, Nickel, B Key @ 6282-5PG-3DC 5 Solder Pin Gold | Copper Alloy | 89F4114 6.15 
@ 2102352-5 8 Crimp Pin Gold Beryllium Copper | 46W3245 - @ 6282-6PG-3DC 6 Solder Pin Gold Copper Alloy | 89F4116 15.15 
Panel Mount Receptacle, Aluminium Alloy Body, Nickel, Normal Key Cable Mount Plug, Nylon (Polyamide) Body, Cable to Cable 
@ 2102352-1 8 Crimp Pin Gold Beryllium Copper | 93718070 109.47 @ 8282-2PG-3DC 2 Solder Pin Gold Copper Alloy | 93F7223 = 
PCB Mount Receptacle, Aluminium Alloy Body, Black Zinc Nickel, A Key @ 8282-3PG-3DC 3 Solder Pin Gold Copper Alloy | 93F7225 11.49 
@ 2102351-4 8 Crimp Pin Gold Beryllium Copper | 46W3240 as @ 8282-4PG-3DC 4 Solder Pin Gold Copper Alloy | 93F7227 9.29 
PCB Mount Receptacle, Aluminium Alloy Body, Black Zinc Nickel, B Key @ 8282-5PG-3DC 5 Solder Pin Gold Copper Alloy | 93F7229 =e 
@ 2102351-6 8 Crimp Pin Gold Beryllium Copper | 46W3242 = @ 8282-6PG-3DC 6 Solder Pin Gold Copper Alloy | 93F7234 = 
PCB Mount Receptacle, Aluminium Alloy Body, Black Zinc Nickel, Normal Key Cable Mount Receptacle, Nylon (Polyamide) Body, Cable End 
@ 2102351-2 8 Crimp Pin Gold __| Beryllium Copper | 9378066 = @ 6282-28G-3DC 2 Solder Socket | Gold | Copper Alloy | 89F4107 7.19 
PCB Mount Receptacle, Aluminium Alloy Body, Nickel, A Key @ 6282-3SG-3DC 3 Solder Socket | Gold | Copper Alloy | 89F4109 12.76 
© 2102351-3 8 Crimp Pin Gold _| Beryllium Copper | 46W3239 ae @ 6282-4SG-3DC 4 Solder Socket | Gold | CopperAlloy | 89F4114 10.65 
PCB Mount Receptacle, Aluminium Alloy Body, Nickel, B Key @ 6282-5SG-3DC 5 Solder Socke Gold Copper Alloy | 89F4113 3.97 
© 2102351-5 8 Crimp Pin Gold | Beryllium Copper | 46W3241 = @ 6282-6SG-3DC 6 Solder Socket | Gold | CopperAlloy | 89F4115 | 16.67 
PCB Mount Receptacle, Aluminium Alloy Body, Nickel, Normal Key Cable Mount Receptacle, Nylon (Polyamide) Body, Cable to Cable 
© 2102351-1 8 Crimp Pin | Gold _| Beryllium Copper_|fi9s16062 = @ 8282-286-3DC 2 Solder Socket | Gold | Copper Alloy | 93F7222 a 

PIM_209536 @ 8282-3SG-3DC 3 Solder Socket Gold Copper Alloy | 93F7224 eS 
@ 8282-4SG-3DC 4 Solder Socket Gold Copper Alloy | 93F7226 12.48 
MIL-E-QUAL® CIRCULAR CONNECTORS Switcherafk © 8282-58¢-30c 5 Solder Socket | Gold | Copper Alloy | 93F7228 = 
CONXALL’ @ 8282-6SG-3DC 6 Solder Socke Gold Copper Alloy | 93F7230 15.81 
HARSH ENVIRONMENT CONNECTIVITY " UTIONS Panel Mount Plug, Nylon (Polyamide) Body 
e ¢ A G © 7282-2PG-300 2 Solder Pin Gold | CopperAlloy | 89F4128 424 
G, @ 7282-3PG-300 3 Solder Pin Gold Copper Alloy | 89F4130 5.36 
S85 MADE = 
eA @ 7282-4PG-300 4 Solder Pin Gold Copper Alloy | 89F4132 6.50 
RoHS _ @ 7282-5PG-300 5 Solder Pin Gold Copper Alloy | 89F4134 6.44 
GeBiornian © 7282-6PG-300 6 Solder Pin | Gold | CopperAlloy | 89F4136 4.95 
(67 Panel Mount Receptacle, Nylon (Polyamide) Body 
@ 7282-2SG-300 2 Solder Socket Gold Copper Alloy | 89F4127 5.25 
Mil-E-Qual® connectors are the pastic equivalent 0 the military standard MIL-C-5015 connector series. @ 7282-38G-300 3 Solder Socket Gold Copper Alloy | 89F4129 6.87 
The rugged super tough, UV resistant, plastic construction makes this connector suited for many different 
environments. With an IP67 rated construction, when mated, even harsh environments are not a problems @ 7282-4SG-300 4 Solder Socket Gold Copper Alloy | 89F4131 10.72 
for the Mil-E-Qual® connector series. The plastic construction makes this series of connectors a cost effective @ 7282-5SG-300 5 Solder Socket Gold Copper Alloy | 89F4133 10.33 
equivalent to metal versions of this connector. UL recognized, CSA certified. @ 7282-6SG-300 6 Solder Socket Gold Copper Alloy | 89F4135 14.88 
No. of | Shell | Insert | Mounting | Termination Price Each PIM. 8680 
Mfg. Part No. Contacts | Size | Argmt. Type Type Stock No. 1-24+ a 
Plug, Pin - © 
© cxs3106aTaseP | 6 | 14S | 1486 | Cable Mount] Solder | 73P5085 | 16.42 MULTI-CON-X® HARSH Switchcraft 
® 
e@cxsst06az027P | 14 | 20 | 20-27 [Cable Mount{ Solder | 1090269 | 21.04 ENVIRONMENT CONNECTORS scene, ONXALL 
Plug, Socket ° 
@ CXS3106A10SL3S 3 10SL | 10SL-3 | Cable Mount} — Solder 73P5084 | 17.25 A 
@ CXS3106A14S6S 6 14S | 148-6 | Cable Mount} Solder 73P5086 | 18.59 Pa wane 
Receptacle, Pin Wasa 
@ CXS3102A10SL3P 3 10SL | 10SL-3 | Box Mount Solder 73P5080 6.28 P67 
@ CXS3102A14S6P 6 14S | 148-6 | Box Mount Solder 73P5081 7TA2 RoHS 
Receptacle, Socket Osa 
@ CXS3102A2027S 14 20 | 20-27 | Box Mount Solder 7300423 as 
PIM_143208 Features © Voltage Rating: 600 VAC/DC 
— SK © Life: 300 insertion / withdrawal cycles minimum © Current Rating: 17.0 A— max 
= © Coupling Locking Style: Bayonet with ribbed @ Weathertight: IP67 when mated 
MINI-CON-X® HARSH Switchcraft coupling nut @ Backshell, Coupling ring, Hex nut, Shell: Thermo- 
ENVIRONMENT CONNECTORS CONXALL’ © Backshell Style: Threaded plastic, UL 94HB, Black 
HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS © Conductor Size: #12 contacts accept 12-14AWG; — @ Solder Contacts: Copper Alloy, Gold over Nickel 
3 #16 contacts accept 16-18AWG; #20 contacts Plate 
A accept 20-24AWG © Gasket, Grommet, O-ring: Elastomer, Black 
ae MADE 
WguUsA 
((P)67 
GeBicre ' 
Compliant 
Available 
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MULTI-CON-X® HARSH 
ENVIRONMENT CONNECTORS (CONT.) 


Multi-Con-X® 0.875”[22mm] OD watertight connectors designed for industrial, marine, construction and 
other harsh environment applications. Non-corrosive, high-impact, molded construction minimizes hazards 
of electrical shock and provides resistance in hostile outdoor environment. Also suited for a wide variety of 
non-environmental applications such as communication systems, medical, data processing and entertainment 
devices. Available in cable-end, panel mount, or cable-to-cable connections. Mfg. part nos. with suffix -DC 
indicates daisy chain grommet with three |.D.’s: 0.125", 0.188" and 0.25”. UL recognized. Meets NEMA 6P 
when mated. 

NOTE: When mating 
end connectors. 


0 cables, the cable-to-cable connectors need to be used in conjunction with the cable 


No. of Contact Contact Contact Price Each 
Mfg. Part No. Contacts Type Plating Material Stock No. 1-24+ 
Cable Mount Plug, Nylon (Polyamide) Body, Cable End 
@ 3182-2PG-3DC 2 Solder Pin Gold Copper Alloy | 3002849 10.03 
@ 3182-3PG-3DC 3 Solder Pin Gold Copper Alloy | 89F4156 14.39 
@ 3282-4PG-3DC 4 Solder Pin Gold Copper Alloy | 89F4158 10.36 
@ 3282-5PG-3DC 5 Solder Pin Gold Copper Alloy | 89F4160 15.04 
@ 3282-6PG-3DC 6 Solder Pin Gold Copper Alloy | 89F4162 13.09 
@ 3282-7PG-3DC 7 Solder Pin Gold Copper Alloy | 89F4164 14.03 
@ 3282-8PG-3DC 8 Solder Pin Gold Copper Alloy | 89F4166 18.56 
@ 3282-9PG-3DC 9 Solder Pin Gold Copper Alloy | 89F4168 18.36 
Cable Mount Plug, Nylon (Polyamide) Body, Cable to Cable 
@ 5182-2PG-3DC 2 Solder Pin Gold Copper Alloy | 93F7238 = 
@ 5182-3PG-3DC 3 Solder Pin Gold Copper Alloy | 93F7240 10.86 
@ 5282-4PG-3DC 4 Solder Pin Gold Copper Alloy | 93F7243 — 
@ 5282-6PG-3DC 6 Solder Pin Gold Copper Alloy | 93F7247 ae 
@ 5282-7PG-3DC 7 Solder Pin Gold Copper Alloy | 93F7249 9.71 
Cable Mount Receptacle, Nylon (Polyamide) Body, Cable End 
@ 3182-2SG-3DC 2 Solder Socket Gold Copper Alloy | 89F4153 14.13 
@ 3182-3SG-3DC 3 Solder Socke Gold Copper Alloy | 89F4155 17.96 
@ 3282-4SG-3DC 4 Solder Socke Gold Copper Alloy | 89F4157 9.47 
@ 3282-5SG-3DC 5 Solder Socke' Gold Copper Alloy | 89F4159 15.41 
@ 3282-6SG-3DC 6 Solder Socket Gold Copper Alloy | 89F4161 —- 
@ 3282-8SG-3DC 8 Solder Socket Gold Copper Alloy | 89F4165 ae 
@ 3282-9SG-3DC 9 Solder Socket Gold Copper Alloy | 89F4167 13.80 
Cable Mount Receptacle, Nylon (Polyamide) Body, Cable to Cable 
@ 5182-3SG-3DC 3 Solder Socket Gold Copper Alloy | 93F7239 = 
@ 5282-4SG-3DC 4 Solder Socket Gold Copper Alloy | 93F7242 = 
@ 5282-6SG-3DC 6 Solder Socket Gold Copper Alloy | 93F7246 = 
@ 5282-7SG-3DC 7 Solder Socke' Gold Copper Alloy | 93F7248 — 
Panel Mount Plug, Nylon (Polyamide) Body 
@ 4182-2PG-300 2 Solder Pin Gold Copper Alloy | 89F4186 3.59 
@ 4182-3PG-300 3 Solder Pin Gold Copper Alloy | 89F4188 6.21 
@ 4282-4PG-300 4 Solder Pin Gold Copper Alloy | 89F4190 5.17 
@ 4282-5PG-300 5 Solder Pin Gold Copper Alloy | 89F4192 = 
@ 4282-6PG-300 6 Solder Pin Gold Copper Alloy | 89F4194 9.39 
@ 4282-7PG-300 7 Solder Pin Gold Copper Alloy | 89F4196 = 
@ 4282-8PG-300 8 Solder Pin Gold Copper Alloy | 89F4198 pag 
@ 4282-9PG-300 9 Solder Pin Gold Copper Alloy | 89F4200 8.57 
Panel Mount Receptacle, Nylon (Polyamide) Body 
@ 4182-2SG-300 2 Solder Socket Gold Copper Alloy | 89F4185 ars 
@ 4182-3SG-300 3 Solder Socket Gold Copper Alloy | 89F4187 12.39 
@ 4282-4SG-300 4 Solder Socket Gold Copper Alloy | 89F4189 11.14 
@ 4282-5SG-300 5 Solder Socket Gold Copper Alloy | 89F4194 = 
@ 4282-6SG-300 6 Solder Socket Gold Copper Alloy | 89F4193 14.71 
@ 4282-7SG-300 7 Solder Socket Gold Copper Alloy | 89F4195 eens 
@ 4282-8SG-300 8 Solder Socket Gold Copper Alloy | 89F4197 13.91 
@ 4282-9SG-300 9 Solder Socket Gold Copper Alloy 89F4199 8.65 
PIM_5756236 
Mini Con X® Circular Connectors Switcherafk 
ns CONCALE 
Se MADE 
alsa 


Utilizing a separate o-ring, Mini Con X® connectors are available up to 4-#16 pins/sockets, 6-#20 pins/sockets, 
5-#16 cable end socket and 7&8-#20 cable end sockets. Meets NEMA 6P when mated. 
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CONNECTORS & ACCESSORIES 


CIRCULAR CONNECTORS 


Mini Con X® Circular Connectors (CONT.) 


No. of Contact Contact Contact Price Each 
Mfg. Part No. Contacts Type Plating Material Stock No. 1-9+ 
Flange Mount Plug, Thermoplastic Body, Narrow Board 
7261-2PG-300 2 PCB Pin Gold Copper Alloy | 81Y5377 = 
7261-3PG-300 3 PCB Pin Gold Copper Alloy | 81Y5379 7.24 
7261-4PG-300 4 PCB Pin Gold Copper Alloy | 81Y5384 = 
7261-5PG-300 5 PCB Pin Gold Copper Alloy | 81Y5383 = 
7261-6PG-300 6 PCB Pin Gold Copper Alloy | 81Y5385 — 
7261-7PG-300 7 PCB Pin Gold Copper Alloy | 81Y5387 = 
7261-8PG-300 8 PCB Pin Gold Copper Alloy | 81Y5388 = 
Flange Mount Plug, Thermoplastic Body, Wide Board 
7251-2PG-300 2 PCB Pin Gold Copper Alloy 81Y5365 777 
7251-3PG-300 3 PCB Pin Gold Copper Alloy | 81Y5367 8.05 
7251-4PG-300 4 PCB Pin Gold Copper Alloy | 81Y5369 9.36 
7251-5PG-300 5 PCB Pin Gold Copper Alloy | 81Y5371 10.52 
7251-6PG-300 6 PCB Pin Gold Copper Alloy 81Y5373 11.97 
7251-7PG-300 7 PCB Pin Gold Copper Alloy | 81Y5375 12.90 
7251-8PG-300 8 PCB Pin Gold Copper Alloy | 81Y5376 = 
Flange Mount Receptacle, Thermoplastic Body, Narrow Board 
7261-2SG-300 2 PCB Socket Gold Copper Alloy | 81Y5378 = 
7261-3SG-300 3 PCB Socket Gold Copper Alloy | 81Y5380 — 
7261-4SG-300 4 PCB Socket Gold Copper Alloy | 815382 = 
7261-5SG-300 5 PCB Socket Gold Copper Alloy 81Y5384 12.63 
7261-6SG-300 6 PCB Socket Gold Copper Alloy 81Y5386 14.14 
Flange Mount Receptacle, Thermoplastic Body, Wide Board 
7251-2SG-300 2 PCB Socket Gold Copper Alloy | 81Y5366 9.72 
7251-3SG-300 3 PCB Socket Gold Copper Alloy 81Y5368 10.76 
7251-4SG-300 4 PCB Socket Gold Copper Alloy 81Y5370 12.62 
7251-5SG-300 5 PCB Socket Gold Copper Alloy | 81Y5372 12.63 
7251-6SG-300 6 PCB Socket Gold Copper Alloy | 81Y5374 14.14 
PIM_5561051 
Mini-Con-X MIXED SIGNAL/POWER conx ail 


CIRCULAR CONNECTORS 


Harsh Environment Conneetivity Solutions 
AHEICO Company 


RoHS 
Compliant 
Available 


Cable to Cable Connector 
Cable End Connector 


Panel Mount Connector 


Features: Specfications: 
© Combine signal and power into the same connec- @ IP67 
tor, saving space and cost @ Bayonet with ribbed coupling ring 
@ Cable End, Panel Mount, and Cable-to-Cable © 300 cycles minimum 
(In-Line) options available with male pin or female — @ Twist lock back shell 
socket contacts @ 125 V rms for 6 contact arrangement 
@ Fits the same overall dimensions as existing @ 250 V rms for 8 contact arrangement 
Mini-Con-X® connectors © 10A max for #16 contacts 
® Made From High Quality, UV Resistant Thermo- @ -40°C to +85°C 
plastic (UL F1 rated) 
By offering 2 different contact gauges in the same connector, Mini-Con-X Mixed Signal/Power Connectors offer 


the flexibility of signal and power connections in the same compact circular connector. Meets NEMA 6P when 
mated. 


No. of Contact Contact | Contact Price Each 
Mfg. Part No. Contacts Type Plating Material Stock No. 1-24+ 

Cable Mount Plug, Nylon (Polyamide) Body 

W6882-9PG-522 9 Solder Pin Gold Brass 14AC7673 10.73 

W6882-9PG-528 9 Solder Pin Gold Brass 14AC7674 = 

W6882-10PG-522 10 Solder Pin Gold Brass 14AC7670 11.63 

W6882-10PG-528 10 Solder Pin Gold Brass 14AC7671 11.63 
Panel Mount Plug, Nylon (Polyamide) Body 

W7880-9PG-300 9 Crimp Pin Gold Brass 14AC6114 5.76 

W7880-10PG-300 10 Crimp Pin Gold Brass 14AC6112 6.20 
Panel Mount Receptacle, Nylon (Polyamide) Body 

W7880-9SG-300 9 Crimp Socket Gold Brass 14AC6115 8.14 

W7880-10SG-300 10 Crimp Socket Gold Brass 14AC6113 8.82 


Panel Mount Receptacle, Thermoplastic Body, With Hex Nut, Gasket, & Epoxy 


@ W7C81-6PG-3ES 6 PCB Pin Gold Copper Alloy | 01AC0396 9.59 
@ W7C81-6SG-3ES 6 PCB Socket Gold Copper Alloy | 01AC0398 11.76 
@ W7C82-6PG-3ES 6 Solder Pin Gold Copper Alloy | 01AC0400 12.29 
@ W7C82-6SG-3ES 6 Solder Socket | Gold Copper Alloy | 01AC0402 9.72 
@ W7A81-8PG-3ES 8 PCB Pin Gold | CopperAlloy | 01AC0386 | 10.24 
@ W7A81-8SG-3ES 8 PCB Socket Gold Copper Alloy | 01AC0388 8.69 
@ W7A82-8PG-3ES 8 Solder Pin Gold Copper Alloy | 01AC0390 9.11 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


CIRCULAR CONNECTORS 


Mini-Con-X MIXED SIGNAL/POWER CIRCULAR Mini-Con-X MIXED SIGNAL/POWER CIRCULAR 
CONNECTORS (CONT.) CONNECTORS (CONT.) 
No. of Contact Contact | Contact Price Each No. of Contact Contact | Contact | Price Each 
Mfg. Part No. Contacts Type Plating Material Stock No. 1-24+ Mfg. Part No. Contacts Type Plating Material Stock No. 1-24+ 

Panel Mount Receptacle, Thermoplastic Body, With Hex Nut, Gasket, & Epoxy Straight Plug, Thermoplastic Body, Cable to Cable Connector, 5.6 - 6.3 mm Cable O.D. 

@ W7A82-8SG-3ES 8 Solder Socket | Gold | Copper Alloy | 01AC0392 | 18.69 W8880-9SG-522 9 Crimp Socke' Gold | Copper Alloy | 144C6138 8.83 
W7881-9PG-3ES 9 PCB Pin Gold _| CopperAlloy | 14406120 6.30 W8882-9PG-522 9 Solder Pin Gold | Copper Alloy | 14AC7689 | 10.80 
W7881-9SG-3ES 9 PCB Socket Gold Copper Alloy | 14AC6122 8.87 W8882-9SG-522 9 Solder Socket Gold Copper Alloy | 14A4C7691 14.18 
W7882-9PG-3ES 9 Solder Pin Gold Copper Alloy | 14AC7681 10.35 W8880-10PG-522 10 Crimp Pin Gold Copper Alloy | 14AC6132 SB) 

@ W7882-9SG-3ES 9 Solder Socke' Gold | CopperAlloy | 14AC7683 | 13.07 @ W8880-10SG-522 10 Crimp Socke Gold | Copper Alloy | 14AC6134 | 10.35 

@ W7881-10PG-3ES 10 PCB Pin Gold | Copper Alloy | 14AC6116 6.74 W8882-10PG-522 10 Solder Pin Gold | Copper Alloy | 14AC7685 | 11.54 
W7881-10SG-3ES 10 PCB Socket Gold Copper Alloy | 14AC6118 | 10.53 W8882-10SG-522 10 Solder Socket Gold Copper Alloy | 14AC7687 15.29 
W7882-10PG-3ES 10 Solder Pin Gold | Copper Alloy | 14AC7677 | 11.06 Straight Plug, Thermoplastic Body, Cable to Cable Connector, 6.6 - 7.2 mm Cable O.D. 
W7882-10SG-3ES 10 Solder Socke' Gold Copper Alloy | 14AC7679 | 14.21 @ W8C80-6PG-528 Crimp Pin ld Copper Al 01AC0413 10.34 

Panel Mount Receptacle, Thermoplastic Body, With Hex Nut & Gasket @ W8C80-6SG-528 Crimp Socket id | Copper Al 01AC0415 | 13.46 

@ W7C80-6PG-300 6 Crimp Pin Gold Copper Alloy | 01AC0394 4.69 @ W8C82-6PG-528 Solder Pin ld Copper A\ 01AC0417 = 

@ W7C80-6SG-300 6 Crimp Socket | Gold | CopperAlloy | 01AC0395 | 10.56 @ W8C82-6SG-528 Solder Socke ld | Copper Al 01AC0419 | 12.10 

@ W7C81-6PG-300 6 PCB Pin Gold__| CopperAlloy | 01AC0397 5.04 @ W8A80-8PG-528 Crimp Pin ld | Copper Al 01AC0405 | 11.49 

@ W7C81-6SG-300 6 PCB Socket | Gold | Copper Alloy | 01AC0399 _ @ W8A80-8SG-528 Crimp Socket id | Copper Al 01AC0407 8.84 

@ W7C82-6PG-300 6 Solder Pin Gold Copper Alloy | 01AC0401 = @ W8A82-8PG-528 Solder Pin id Copper A 01AC0409 = 

@ W7C82-6SG-300 6 Solder Socke' Gold Copper Alloy | 01AC0403 9.72 @ W8A82-8SG-528 Solder Socket ld Copper Al 01AC0411 = 

@ W7A80-8PG-300 8 Crimp Pin Gold Copper Alloy | 01AC0384 9.45 W8880-9PG-528 Crimp Pin ld Copper Al 14AC6137 6.93 

@ W7A80-8SG-300 8 Crimp Socke Gold Copper Alloy | 01AC0385 11.21 W8880-9SG-528 Crimp Socke' ld Copper Al 14AC6139 8.83 

@ W7A81-8PG-300 8 PCB Pin Gold | Copper Alloy | 01AC0387 —_ W8882-9PG-528 Solder Pin id | Copper Al 14AC7690 = 

@ W7A81-8SG-300 8 PCB Socket Gold _| Copper Alloy | 01AC0389 8.60 W8882-9SG-528 Solder Socke ld | Copper Al 14AC7692 = 

@ W7A82-8PG-300 8 Solder Pin Gold _| Copper Alloy | 01AC0391 _ W8880-10PG-528 Crimp Pin ld | Copper Al 14AC6133 188 

@ W7A82-8SG-300 8 Solder Socke' Gold Copper Alloy | 01AC0393 | 11.63 @ W8880-10SG-528 10 Crimp Socke Gold Copper Alloy | 14AC6135 | 10.35 
W7881-9PG-300 9 PCB Pin Gold | Copper Alloy | 14A4C6121 = W8882-10PG-528 10 Solder Pin Gold | Copper Alloy | 14AC7686 = 
W7881-9SG-300 9 PCB Socke Gold Copper Alloy | 14AC6123 - W8882-10SG-528 10 Solder Socke' Gold Copper Alloy | 14AC7688 eg 
W7882-9PG-300 9 Solder Pin Gold Copper Alloy | 14AC7682 — PIM_5719519 

@ W7882-9SG-300 9 Solder Socket Gold Copper Alloy | 14AC7684 17.43 TT 

@ W7881-10PG-300 10 PCB Pin Gold | Copper Alloy | 14AC6117 eas HARSH ENVIRONMENT CONNECTOR CAPS Switcheraft’ 
W7881-10SG-300 10 PCB Socket Gold Copper Alloy | 14AC6119 10.02 CONXALL’ 
W7882-10PG-300 10 Solder Pin Gold Copper Alloy | 14AC7678 10.26 HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 
W7882-10SG-300 10 Solder Socke' Gold Copper Alloy | 14AC7680 | 13.98 8s MADE 

Straight Plug, Thermoplastic Body, Cable End Connector, 5.6 - 6.3 mm Cable O.D. Balsa 

@ W6C80-6PG-522 6 Crimp Pin Gold | Copper Alloy | 01AC0376 = Getinp are 

@ W6C80-6SG-522 6 Crimp Socke Gold Copper Alloy | 01AC0378 | 42.06 Available 

@ W6C82-6PG-522 6 Solder Pin Gold Copper Alloy | 01AC0380 13.00 

@ W6C82-6SG-522 6 Solder Socke' Gold Copper Alloy | 01AC0382 a 

@ W6A80-8PG-522 8 Crimp Pin Gold | Copper Alloy | 01AC0368 ae 

@ W6A80-8SG-522 8 Crimp Socke' Gold | Copper Alloy | 01AC0370 8.74 One-piece, nonrotational, molded thermoplastic rubber black cap for fastening behind the nut of pane! mount 

@ WGA82-8PG-522 8 Solder Pin Cold Copper Alloy | 01AC0372 SEs connectors. Prevents tampering, contact damage; and provides protection against harsh environments. 

@ WGA82-8S6-522 8 | SolderSocket | Gold | CopperAlloy | 01AC0374 | _. For Use [tericelEschy 
W6880-9PG-522 9 Crimp Pin | Gold | CopperAlloy | 14AC6108 | 6.58 sabia Bad Type ul) Stock Norma mmato2s 
W6880-9SG-522 9 Crimp Socke' Gold Copper Alloy | 144C6110 8.64 — rr O—11_—_=O_0mwer 
a 
W6880-10PG-522 10 Crimp Pin Gold Copper Alloy | 14AC6104 6.97 PI Dust Cap Mini-Con-X Connectors 94F7020 nIGE 
bceealliae 10 _| Grin Socket | Goll _| Conner Ay io @ 4295 Dust Cap Multi-Con-X Connectors |  94F7043 1.90 
W6882-10SG-522 10 Solder Socke' Gold Copper Alloy | 13AC9753 | 15.07 > : 

Straight Plug, Thermoplastic Body, Cable End Connector, 6.6 - 7.2 mm Cable O.D. 2FE (iiiermoplastics Elastomer) : Boay 

@ W6C80-6PG.528 6 Crimp Pin Gold Copper Alloy | 01AC0377 NG D24295-WA Sealed Cap with Washer Data-Con-X Connectors 81Y5427 2.80 

@ W6C80-6SG-528 6 Crimp Socket | Gold | Copper Alloy | 01AC0379 = EM 

@ W6C82-6PG-528 6 Solder Pin Gold Copper Alloy | 01AC0381 9.28 

@ W6C82-68G-528 6 Solder Socket | Gold | Copper Alloy | 01AC0383 = MAXI-CON-X® HIGH DENSITY CONNECTORS Switcheraft 

@ W6A80-8PG-528 8 Crimp Pin Gold | Copper Alloy | 04AC0369 | 10.82 CONXALL’ 

@ W6A80-8SG-528 8 Crimp Socket | Gold | Copper Alloy | 01AC0371 | 8.74 Sila a 

@ W6A82-8PG-528 8 Solder Pin Gold | Copper Alloy | 01AC0373 | 10.73 a ADE 

@ W6A82-8SG-528 8 Solder Socke' Gold Copper Alloy | 01AC0375 | 14.19 
W6880-9PG-528 9 Crimp Pin Gold Copper Alloy | 14AC6109 6.58 (67 
W6880-9SG-528 9 Crimp Socke Gold Copper Alloy | 144C6111 8.64 epinn jt 
W6882-9SG-528 9 Solder Socke Gold Copper Alloy | 14AC7676 en Available 
W6880-10PG-528 10 Crimp Pin Gold Copper Alloy | 14AC6105 6.97 F , , : , ' : 
wesn-056505 | 10 | inp Sodet | cok_[ Comer Aloy[14n06T07 [og _ Werth. ent mon fe emacs nave emai tt cova wt tov tl 
W6882-10SG-528 10 Solder Socket | Gold | Copper Alloy | 14AC7672 | 15.95 rivets or screws through four molded holes in flange. Mechanical type cable clamp securely grips cable. Rubber 

eT a Raa RR ble rors seal ot up fi 0200 Bn cable Manele and ose, pamela comecdrs appt 

@ W8C80-6PG-522 6 Crimp Pin Gold Copper Alloy |ROMSGUSI2 10.34 with fa nut and gasket. NOTE: When mating two cables, the eho connectors need to be ae in 

@ W8C80-6SG-522 6 Crimp Socke Gold | Copper Alloy | 01AC0414 — conjunction with the cable end connectors. For example: mfg. part no. 15182-7PG-326 mates with mfg. part 

@ W8C82-6PG-522 6 Solder Pin Gold | Copper Alloy | 01AC0416 = no. 13182-7SG-321. 

@ W8C82-6SG-522 6 Solder Socke Gold | Copper Alloy | 01AC0418 = No. of Contact Contact | Contact Price Each 

@ W8A80-8PG-522 8 Crimp Pin Gold Copper Alloy | 01AC0404 11.49 Mfg. Part No. Contacts Type Plating Material | Stock No. 1-24+ 

@ W8A80-8SG-522 8 Crimp Socket | Gold | Copper Alloy | 01AC0406 = Cable Mount Plug, Nylon (Polyamide) Body, 5.3-6.3mm Cable OD 

@ W8A82-8PG-522 8 Solder Pin Gold | Copper Alloy | 04AC0408 | 10.01 @ 13182-7PG-321 7 Solder Pin Gold Brass | 89F4208 | 21.02 

@ W8A82-8SG-522 8 Solder Socket | Gold | Copper Alloy | 01AC0410 | 20.36 © 13182-7SG-321 7 Solder Socket | Gold Brass | 89F4207_ | 25.33 

@ W8880-9PG-522 9 Crimp Pin Gold Copper Alloy | 14AC6136 6.93 @ 13382-10PG-321 10 Solder Pin Gold Brass 89F4210 17.59 

@ 13382-10SG-321 10 Solder Socket Gold Brass 89F4209 22.30 
> CONTINUED > > CONTINUED > 
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CIRCULAR CONNECTORS 
MAXI-CON-X® HIGH DENSITY CONNECTORS (CONT.) EN2® WEATHERTIGHT CONNECTORS (CONT.) 
No. of Contact Contact | Contact | Price Each No. of Contact Contact | Price Each" 

Mfg. Part No. Contacts Type Plating | Material | Stock No. 1-24+ Mfg. Part No. Contacts Type Material Stock No. 1-9+ 
Cable Mount Plug, Nylon (Polyamide) Body, 5.3-6.3mm Cable OD Panel Mount Receptacle, Thermoplastic Body 
@ 13282-18PG-321 18 Solder Pin Gold Brass 89F4212 20.73 @ EN2P2F20 2 Crimp / Solder Socket | CopperAlloy | 63W2444 4.08 
@ 13282-18SG-321 18 Solder Socket Gold Brass 89F4211 22.07 @ EN2P2F20P 2 PCB Socke' Copper Alloy 63W2442 = 
Cable Mount Plug, Nylon (Polyamide) Body, 6.6-7.6mm Cable OD @ EN2P3F20 3 Crimp / Solder Socke Copper Alloy 63W2447 = 
@ 13282-18PG-326 18 Solder Pin Gold Brass 07J1841 20.37 @ EN2P3F20P 3 PCB Socke Copper Alloy 63W2448 = 
Cable Mount Plug, Nylon (Polyamide) Body, 7.8-9.6mm Cable OD @ EN2P4F22 4 Crimp / Solder Socke Copper Alloy 63W2453 — 
@ 13182-7PG-331 7 Solder Pin Gold Brass 90B1821 20.69 @ EN2P4F22P 4 PCB Socket Copper Alloy 63W2454 = 
@ 13182-7SG-331 7 Solder Socket Gold Brass 90B1823 25.33 @ EN2P5F26 5 Crimp / Solder Socket Copper Alloy 63W2459 = 
@ 13382-10PG-331 10 Solder Pin Gold Brass 0107290 17.59 @ EN2P5F26P 5 PCB Socke' Copper Alloy 63W2460 = 
@ 13382-10SG-331 10 Solder Socket Gold Brass 93B1797 22.30 @ EN2P6F26 6 Crimp / Solder Socket | CopperAlloy | 63W2465 Se 
@ 13282-18PG-331 18 Solder Pin Gold Brass 67C2881 25.72 @ EN2P6F26P 6 PCB Socket Copper Alloy 63W2466 — 
@ 13282-18SG-331 18 Solder Socket Gold Brass 9402776 21.42 @ EN2P7F26 rg Crimp / Solder Socket Copper Alloy 63W2471 —_ 
Cable Mount Receptacle, Nylon (Polyamide) Body, 6.6-7.6mm Cable OD @ EN2P7F26P 7 PCB Socket Copper Alloy 63W2472 —_ 
@ 15182-7PG-326 7 Solder Pin Gold | Brass | 93F7232 = Pim_210082 
@ 15382-10PG-326 10 Solder Pin Gold Brass 93F7233 — 
Cable Mount Receptacle, Nylon (Polyamide) Body, 7.8-9.6mm Cable OD EN3® CABLE & PANEL MOUNT WEATHERTIGHT™ Switcheraft’ 
@ 15182-7PG-331 7 Solder Pin Gold Brass 7209581 18.62 CONNECTORS CONXALL 
@ 15382-10PG-331 10 Solder Pin Gold Brass 08C4804 20.88 AARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 
@ 15282-18PG-331 18 Solder Pin Gold Brass 10J1606 24.66 
@ 15282-18SG-331 18 Solder Socket Gold Brass 6702883 27.37 
Panel Mount Receptacle, Nylon (Polyamide) Body 
@ 14182-7PG-300 7 Solder Pin Gold Brass 89F4219 == 
@ 14182-7SG-300 7 Solder Socket Gold Brass 89F4220 20.07 
@ 14382-10PG-300 10 Solder Pin Gold Brass 89F4221 16.08 Female Inline Connector 
© 14382-10SG-300 10 Solder Socket | Gold | Brass | 89F4222 | 20566 Male Cord Connector Female Cord Connector Male Ining Connector Sats es 
© 14282-18PG-300 18 SolderPin | Gold | Brass | 89F4223 | 15.41 See iroie 
@ 14282-18SG-300 18 Solder Socket Gold Brass 89F4224 27.82 (P68 
PIM_8683 = uaoe 

Sealing Cap WmUsA 
EN2@ WEATHERTIGHT CONNECTORS Swiltcheraft’ 
CONXALL’ Panel Mount Male Panel Mount Female 


HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 


ee66 


Cable Mount Plug, Pin Cable Mount Plug, Socket Panel Mount Receptacle, Pin Panel Mount Receptacle, 
Socket 


RoHS — 
Compliant 
Available 


© Sealed to IP68 NEMA 250 (6P) 
@ Available in standard winged or coupling ring 


@ Solder, crimp and PC contact 
options 


Features 
@ Easy to assemble 
© Cable clamp secures cable up to 0.38” in diameter accepts 26-28AWG 
© Boot seals cable diameters between 0.23 and ® Voltage Rating: 250 V AC/DC 
0.38" © Weathertight: IEC 60529 IP16/IP18; IEC 60529 
@ Brass nut secures cable clamp IP66/IP68; IEC 60529 IP68; NEMA 250 (6P) 
Specifications @ Panel connector shells & locking disk: Thermo- 
© Life: 600 insertion / withdrawal cycles minimum plastic UL94V-0 
® Coupling Locking Style Bayonet with ribbed ® Connector shell interior: Elastomeric, Black UL 
coupling nut (winged coupling nut available) 94HB 
© Back Shell Style: Boot ® Contacts: Copper Alloy, Gold over Nickel Plate 


Ideal for process control, marine electronics, medical instrumentation, geothermal instrumentation, 
communications, transportation, general industrial electronics. Superior leakage protection. The contact area 


© Conductor Sizes: #16 contacts accept 16-18AWG; 
#20 contacts accept 20-22AWG; #26 contacts 


© Copper alloy plated contacts © Thermoplastic shell is double-sealed for excellent moisture and chemical resistance. Thermoplastic rubber body simulates closed 
© Patented grommet and o-ring free design entry contact system to prevent probe damage or accidental loss of spring retention due to misaligned or bent 
No. of Contact Contact Price Each pins. Housing rated at UL94V-0 against flammability. Panel connector shell features a positioning keyway to 
Mfg. Part No. Contacts Type Material Gotti, | dae I ‘ misalignments and a polarizing single D design for proper panel mounting and to prevent rotations. 
ig. part no. EN3CAP sealing cap provides an extra-secure seal. Snaps on all Switchcraft® panel mount 
Cable Mount Plug, Thermoplastic Body, Daisy Chain Grommet connectors. Made of thermoplastic polymer glass fiber. In-line and overmolded connector also available; go 
@ EN2C2M20DC 2 Crimp / Solder Pin Copper Alloy | 63W2353 4.43 online or call. 
@ EN2C3M20DC 3 Crimp / Solder Pin Copper Alloy 63W2369 — No. of Contact Contact Contact Price Each 
@ EN2C4M22DC 4 Crimp / Solder Pin Copper Alloy 63W2385 5.64 Mfg. Part No. Contacts Type Plating Material Stock No. 1-9+ 
@ EN2C5M26DC 5 Crimp / Solder Pin Copper Alloy | 63W2401 = Cable Mount Plug, Thermoplastic Body, Cable End, 16 AWG 
@ EN2C6M26DC 6 Crimp / Solder Pin Copper Alloy | 63W2417 a @ EN3C2F16CX 2 Crimp Socket Gold Copper Alloy | 62W4010 = 
@ EN2C7M26DC 7 Crimp / Solder Pin Copper Alloy | 63W2433 = @ EN3C2M16X 2 Solder Pin Gold _| Copper Alloy | 80R9818 5.77 
Cable Mount Receptacle, Thermoplastic Body, Daisy Chain Grommet @ EN3C3F16CX 3 Crimp Socket Gold | Copper Alloy | 62W4018 8.35 
@ EN2C2F20DC 2 Crimp / Solder Socket | CopperAlloy | 63W2345 aa Cable Mount Plug, Thermoplastic Body, Cable End, 16 AWG, Kit 
@ EN2C3F20DC 3 Crimp / Solder Socket | CopperAlloy | 63W2361 = @ EN3C2M16CKX 2 Crimp Pin Gold Copper Alloy | 62W4014 = 
@ EN2C4F22DC 4 Crimp / Solder Socket | Copper Alloy | 63W2377 777 @ EN3C2F16CKX 2 Crimp Sockel Gold _| Copper Alloy | 62W4009 —_ 
@ EN2C5F26DC 5 Crimp / Solder Socket | Copper Alloy | 63W2393 = @ EN3C2M16KX 2 Solder Pin Gold | Copper Alloy | 62W4015 _ 
@ EN2C6F26DC 6 Crimp / Solder Socket | Copper Alloy | 63W2409 man @ EN3C2F16KX 2 Solder Socke' Gold Copper Alloy | 62W4011 a 
@ EN2C7F26DC 7 Crimp / Solder Socket | CopperAlloy | 63W2425 = @ EN3C3M16CKX 3 Crimp Pin Gold Copper Alloy | 62W4023 ES 
Panel Mount Plug, Thermoplastic Body @ EN3C3F16CKX 3 Crimp Socke' Gold Copper Alloy | 62W4017 = 
@ EN2P2M20 2 Crimp / Solder Pin Copper Alloy 63W2443 3.10 @ EN3C3M16KX 3 Solder Pin Gold Copper Alloy | 62W4024 aS 
@ EN2P2M20P 2 PCB Pin Copper Alloy 63W2445 oe, @ EN3C3F16KX 3 Solder Socket Gold Copper Alloy | 62W4019 ome 
@ EN2P3M20 3 Crimp / Solder Pin Copper Alloy | 63W2449 aa Cable Mount Plug, Thermoplastic Body, Cable End, 20 AWG 
@ EN2P3M20P 3 PCB Pin Copper Alloy 63W2451 ae @ EN3C2FX 2 Solder Socke' Gold Copper Alloy | 80R9817 7.97 
@ EN2P4M22 4 Crimp / Solder Pin Copper Alloy 63W2455 a @ EN3C3MCX Crimp Pin Gold Copper Alloy | 62W4021 5.87 
@ EN2P4M22P 4 PCB Pin Copper Alloy | 63W2457 = @ EN3C3MX 3 Solder Pin Gold _| Copper Alloy | 80R9819 7.19 
@ EN2P5M26 5 Crimp / Solder Pin Copper Alloy | 63W2461 = @ EN3C3FX 3 Solder Socke Gold Copper Alloy | 51R1426 10.03 
@ EN2P5M26P 5 PCB Pin Copper Alloy 63W2463 nae @ EN3C4FX 4 Solder Socke Gold Copper Alloy | 80R9822 11.81 
@ EN2P6M26 6 Crimp / Solder Pin Copper Alloy 63W2467 ees @ EN3C5MCX 5 Crimp Pin Gold Copper Alloy | 62W4029 8.03 
@ EN2P6M26P 6 PCB Pin Copper Alloy 63W2469 — @ EN3C6FX 6 Solder Socket Gold Copper Alloy | 80R9827 15.56 
@ EN2P7M26 7 Crimp / Solder Pin Copper Alloy | 63W2473 = Cable Mount Plug, Thermoplastic Body, Cable End, 20 AWG, Kit 
@ EN2P7M26P 7 PCB Pin Copper Alloy | 63W2475 fea @ EN3C2MCKX 2 Crimp Pin Gold Copper Alloy | 62W4012 ae 
@ EN3C2FCKX 2 Crimp Socke' Gold Copper Alloy | 62W4007 oe) 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


CIRCULAR CONNECTORS 


EN3® CABLE & PANEL MOUNT WEATHERTIGHT™ CONNECTORS (CONT.) EN3® CABLE & PANEL MOUNT WEATHERTIGHT™ CONNECTORS (CONT.) 


No. of Contact Contact | Contact | Price Each No. of Contact Contact | Contact | Price Each 

Mfg. Part No. Contacts Type Plating Material Stock No. 1-9+ Mfg. Part No. Contacts Type Plating Material Stock No. 1-9+ 
Cable Mount Plug, Thermoplastic Body, Cable End, 20 AWG, Kit Cable Mount Plug, Thermoplastic Body, Cable to Cable, 20 AWG, Kit 
@ EN3C2MKX 2 Solder Pin Gold | Copper Alloy | 62W4013 = @ EN3L6MKX 6 Solder Pin Gold Copper Alloy | 62W4071 = 
@ EN3C2FKX 2 Solder Socke Gold Copper Alloy | 62W4008 = @ EN3L7MCKX 7 Crimp Pin Gold Copper Alloy | 62W4072 = 
@ EN3C3MCKX 3 Crimp Pin Gold | Copper Alloy | 62W4020 =_ @ EN3L7MKX 7 Solder Pin Gold | Copper Alloy | 62Ww4074 23 
@ EN3C3MKX 3 Solder Pin Gold Copper Alloy | 62W4022 = @ EN3L8MCKX 8 Crimp Pin Gold Copper Alloy | 62W4075 =a 
@ EN3C3FKX 3 Solder Socket Gold Copper Alloy | 62W4016 — @ EN3L8MKX 8 Solder Pin Gold Copper Alloy | 62W4077 Bee 
@ EN3C4MKX 4 Solder Pin Gold Copper Alloy | 62W4025 _ Panel Mount Receptacle, Thermoplastic Body, 16 AWG 
@ EN3C5MCKX 5 Crimp Pin Gold Copper Alloy | 62W4028 = @ EN3P2M16CX 2 Crimp Pin Gold Copper Alloy | 62W4109 4.59 
@ EN3C5FCKX § Crimp Socke Gold Copper Alloy | 62W4026 oe Panel Mount Receptacle, Thermoplastic Body, 16 AWG, Kit 
@ EN3C5MKX 5 Solder Pin Gold Copper Alloy | 62W4030 — @ EN3P2M16CKX 2 Crimp Pin Gold Copper Alloy | 62W4108 = 
@ EN3C5FKX 5 Solder Socke Gold Copper Alloy | 62W4027 = @ EN3P2F16CKX 2 Crimp Socket Gold Copper Alloy | 62W4103 ae 
@ EN3C6MCKX 6 Crimp Pin Gold Copper Alloy | 62W4033 = @ EN3P2M16KX 2 Solder Pin Gold Copper Alloy | 62W4110 
@ EN3C6FCKX 6 Crimp Socket Gold Copper Alloy | 62W4031 - @ EN3P2F16KX 2 Solder Socket Gold Copper Alloy | 62W4104 
@ EN3C6FXPKG 6 Solder Socket Gold Copper Alloy | 62W4032 = @ EN3P3M16CKX 3 Crimp Pin Gold Copper Alloy | 62W4119 = 
@ EN3C7FKX 7 Solder Socke Gold Copper Alloy | 62W4035 = @ EN3P3F16CKX 3 Crimp Socket Gold Copper Alloy | 62W4113 = 
@ EN3C8FCKX 8 Crimp Socke Gold Copper Alloy | 62W4036 eas @ EN3P3M16KX 3 Solder Pin Gold Copper Alloy | 62W4120 = 
Cable Mount Plug, Thermoplastic Body, Cable End, 26 AWG @ EN3P3F16KX 3 Solder Socke Gold Copper Alloy | 62W4114 = 
@ EN3C9F26X 9 Solder Socket Gold | Copper Alloy | 62W4038 | 18.62 Panel Mount Receptacle, Thermoplastic Body, 20 AWG 
@ EN3C11F26X 1 Solder Socke Gold Copper Alloy | 62W3992 = @ EN3P3MCX 3 Crimp Pin Gold Copper Alloy | 62W4117 5.19 
@ EN3C12F26X 12 Solder Socke' Gold Copper Alloy | 62W3994 24.70 @ EN3P3FX 3 Solder Socke Gold Copper Alloy | 73R3759 8.62 
@ EN3C13M26X 13 Solder Pin Gold Copper Alloy | 62W3996 — @ EN3P4FX 4 Crimp Socket Gold Copper Alloy | 63R1465 10.25 
@ EN3C13F26X 13 Solder Socket Gold Copper Alloy | 62W3995 = @ EN3P4MX 4 Solder Pin Gold Copper Alloy | 46T0623 7.28 
@ EN3C14F26X 14 Solder Socket Gold Copper Alloy | 62W3998 = @ EN3P5FCX 5 Crimp Socket Gold Copper Alloy | 62W4125 10.35 
@ EN3C15M26X 15: Solder Pin Gold Copper Alloy | 62W4000 18.13 @ EN3P5FX 5 Solder Socke Gold Copper Alloy | 68R4162 12.07 
@ EN3C15F26X 15 Solder Socket Gold Copper Alloy | 62W3999 30.12 @ EN3P6FX 6 Crimp Socke Gold Copper Alloy | 33R2665 13.88 
@ EN3C16M26X 16 Solder Pin Gold Copper Alloy | 62W4002 pee @ EN3P6FCX 6 Crimp Socket Gold Copper Alloy | 62W4131 11.89 
@ EN3C16F26X 16 Solder Socket Gold Copper Alloy | 62W4001 — @ EN3P7MCX 7 Crimp Pin Gold Copper Alloy | 62W4136 8.87 
@ EN3C17M26X 17 Solder Pin Gold Copper Alloy | 62W4006 J @ EN3P9FX 9 Solder Socke Gold Copper Alloy | 62W4140 = 
@ EN3C17F26X 17 Solder Socket Gold Copper Alloy | 62W4004 = @ EN3P12MX 12 Solder Pin Gold Copper Alloy | 62W4083 = 
Cable Mount Plug, Thermoplastic Body, Cable End, 26 AWG, Staggered Contacts @ EN3P14MX 14 Solder Pin Gold Copper Alloy | 62W4089 = 
@ EN3C9F26SX 9 Solder Socket Gold Copper Alloy | 62W4037 = Panel Mount Receptacle, Thermoplastic Body, 20 AWG, Kit 
@ EN3C11M26SX 1 Solder Pin Gold Copper Alloy | 62W3993 14.56 @ EN3P2MCKX 2 Crimp Pin Gold Copper Alloy | 62W4106 = 
@ EN3C11F26SX 1 Solder Socket Gold | CopperAlloy | 62W3991 | 22.19 @ EN3P2FCKX 2 Crimp Socket Gold | Copper Alloy | 62W4104 = 
@ EN3C14F26SX 14 Solder Socke Gold Copper Alloy | 62W3997 28.32 @ EN3P2MKX 2 Solder Pin Gold Copper Alloy | 62W4107 = 
@ EN3C17M26SX 17 Solder Pin Gold Copper Alloy | 62W4005 = @ EN3P2FKX 2 Solder Socke Gold Copper Alloy | 62W4102 == 
@ EN3C17F26SX 17 Solder Socket Gold Copper Alloy | 62W4003 exe @ EN3P3MCKX 3 Crimp Pin Gold Copper Alloy | 62W4116 = 
Cable Mount Plug, Thermoplastic Body, Cable to Cable, 16 AWG @ EN3P3FCKX 3 Crimp Socket Gold Copper Alloy | 62W4111 = 
@ EN3L2M16CX 2 Crimp Pin Gold Copper Alloy | 62W4045 es @ EN3P3MKX 3 Solder Pin Gold Copper Alloy | 62W4118 = 
@ EN3L2F16CX 2 Crimp Socket Gold Copper Alloy | 62W4042 = @ EN3P3FKX 3 Solder Socket Gold Copper Alloy | 62W4112 = 
@ EN3L3M16CX 3 Crimp Pin Gold Copper Alloy | 62W4056 a @ EN3P4MCKX 4 Crimp Pin Gold Copper Alloy | 62W4123 = 
Cable Mount Plug, Thermoplastic Body, Cable to Cable, 16 AWG, Kit @ EN3P4FCKX 4 Crimp Socket Gold Copper Alloy | 62W4121 = 
@ EN3L2M16CKX 2 Crimp Pin Gold Copper Alloy | 62W4044 = @ EN3P4FKX 4 Solder Socket Gold Copper Alloy | 62W4122 fac 
@ EN3L2F16CKX 2 Crimp Socke' Gold | CopperAlloy | 62W4044 _ @ EN3P5FCKX 5 Crimp Socket Gold | Copper Alloy | 62W4124 = 
@ EN3L2M16KX 2 Solder Pin Gold Copper Alloy | 62W4046 = @ EN3P5MKX 5 Solder Pin Gold Copper Alloy | 62W4129 = 
@ EN3L2F16KX 2 Solder Socket Gold Copper Alloy | 62W4043 exe @ EN3P5FKX 5 Solder Socke Gold Copper Alloy | 62W4126 == 
@ EN3L3M16CKX 3 Crimp Pin Gold Copper Alloy | 62W4055 = @ EN3P6MCKX 6 Crimp Pin Gold Copper Alloy | 62W4133 = 
@ EN3L3F16CKX 3 Crimp Socket Gold Copper Alloy | 62W4050 = @ EN3P6FCKX 6 Crimp Socket Gold Copper Alloy | 62W4130 = 
@ EN3L3M16KX 3 Solder Pin Gold Copper Alloy | 62W4057 - @ EN3P6MKX 6 Solder Pin Gold Copper Alloy | 62W4134 = 
@ EN3L3F16KX 3 Solder Socke Gold Copper Alloy | 62W4051 — @ EN3P6FKX 6 Solder Socke' Gold Copper Alloy | 62W4132 Ee 
Cable Mount Plug, Thermoplastic Body, Cable to Cable, 20 AWG @ EN3P7MCKX td Crimp Pin Gold Copper Alloy | 62W4135 aos 
@ EN3L3MCX 3 Crimp Pin Gold | Copper Alloy | 62W4053 5.80 @ EN3P7MKX 7 Solder Pin Gold | Copper Alloy | 62W4137 Eee 
@ EN3L3FCX 3 Crimp Socke' Gold Copper Alloy | 62W4048 8.14 @ EN3P8MCKX 8 Crimp Pin Gold Copper Alloy | 62W4138 = 
@ EN3L5MCX 5 Crimp Pin Gold Copper Alloy | 62W4064 7.64 @ EN3P8MKX 8 Solder Pin Gold Copper Alloy | 62W4139 = 
@ EN3L5FCX 5 Crimp Socke Gold Copper Alloy | 62W4062 = Panel Mount Receptacle, Thermoplastic Body, 26 AWG 
@ ENSL6MCX 6 Crimp Pin Gold | CopperAlloy | 62W4070 = @ EN3P11M26X "1 Solder Pin Gold | Copper Alloy | 62Ww4081 = 
@ EN3L6FCX 6 Crimp Socke Gold Copper Alloy | 62W4067 12.71 @ EN3P11F26X 11 Solder Socke Gold Copper Alloy | 62W4079 = 
@ EN3L7MCX 7 Crimp Pin Gold | Copper Alloy | 62W4073 _ @ EN3P12M26X 12 Solder Pin Gold Copper Alloy | 62W4084 = 
@ EN3L8MCX 8 Crimp Pin Gold Copper Alloy | 62W4076 — @ EN3P12F26X 12 Solder Socket Gold Copper Alloy | 62W4082 = 
Cable Mount Plug, Thermoplastic Body, Cable to Cable, 20 AWG, Kit @ EN3P13M26X 13 Solder Pin Gold Copper Alloy | 62W4087 _ 
@ EN3L2FCKX 2 Crimp Socke' Gold Copper Alloy | 62W4040 — @ EN3P13F26X 13 Solder Socke' Gold Copper Alloy | 62W4085 = 
@ EN3L3MCKX 3 Crimp Pin Gold Copper Alloy | 62W4052 = @ EN3P14M26X 14 Solder Pin Gold Copper Alloy | 62W4091 “— 
@ ENSL3FCKX 3 Crimp Socke' Gold _| CopperAlloy | 62W4047 = @ EN3P14F26X 14 Solder Socke Gold | Copper Alloy | 62w4088 = 
@ EN3L3MKX 3 Solder Pin Gold Copper Alloy | 62W4054 a @ EN3P15M26X 15 Solder Pin Gold Copper Alloy | 62W4094 14.60 
@ EN3L3FKX 3 Solder Socket Gold Copper Alloy | 62W4049 -—- @ EN3P15F26X 15 Solder Socke' Gold Copper Alloy | 62W4092 | 26.74 
@ EN3L4FCKX 4 Crimp Socke' Gold | CopperAlloy | 62W4058 _ @ EN3P16M26X 16 Solder Pin Gold | Copper Alloy | 62W4095 as 
@ EN3L4MKX 4 Solder Pin Gold Copper Alloy | 62W4060 = @ EN3P17M26X 17 Solder Pin Gold Copper Alloy | 62W4099 = 
@ EN3L4FKX 4 Solder Socket Gold Copper Alloy | 62W4059 = @ EN3P17F26X 17 Solder Socke Gold Copper Alloy | 62W4097 aa 
@ EN3L5FCKX 5 Crimp Sockel Gold | Copper Alloy | 62W4061 a Panel Mount Receptacle, Thermoplastic Body, 26 AWG, Staggered Contacts 
@ EN3L5MKX 5 Solder Pin Gold Copper Alloy | 62W4065 = @ EN3P9M26SX 9 Solder Pin Gold Copper Alloy | 62W4141 11.30 
@ ENSLOF! 5 Solder Socket Gold | Copper Alloy | 62W4063 _ @ EN3P11M26SX "1 Solder Pin Gold | Copper Alloy | 62W4080 13.20 
@ EN3L6MCKX 6 Crimp Pin Gold Copper Alloy | 62W4069 — @ EN3P11F26SX "1 Solder Socke Gold Copper Alloy | 62W4078 = 
@ EN3L6FCKX 6 Crimp Sockel Gold | CopperAlloy | 62W4066 = @ EN3P13M26SX 13 Solder Pin Gold | Copper Alloy | 62w4086 | 145.11 
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No. of Contact Contact Contact Price Each 
Mfg. Part No. Contacts Type Plating Material Stock No. 1-9+ 
Panel Mount Receptacle, Thermoplastic Body, 26 AWG, Staggered Contacts 
@ EN3P14M26SX 14 Solder Pin Gold Copper Alloy | 62W4090 16.06 
@ EN3P15M26SX 15 Solder Pin Gold Copper Alloy | 62W4093 = 
@ EN3P17M26SX 17 Solder Pin Gold Copper Alloy | 62W4098 ee 
@ EN3P17F26SX 17 Solder Socket Gold Copper Alloy | 62W4096 —= 
@ EN3P18M26SX 18 Solder Pin Gold Copper Alloy | 62W4100 19.86 
Panel Mount Receptacle, Thermoplastic Body, Straight 
@ EN3P2F16PX 2 Solder Socket Gold Copper Alloy | 62W4105 6.56 
@ EN3P3F16PX 3 Solder Socket Gold Copper Alloy | 62W4115 8.58 
@ EN3P5FPX 5 Solder Socket Gold Copper Alloy | 62W4127 11.35 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-9+ 
@ EN3CAP Sealing Cap EN3 Connectors 66F3136 2.66 
PIM_9133 
HS Series Dura-Pull™ Push Pull Connectors Switcherafk 
CONXALL 


HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 


CONNECTORS & ACCESSORIES 
CIRCULAR CONNECTORS 


TS Series Dura-Twist™ Threaded Locking 


Switchcraft 
Connectors 


CONXALL’ 


HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 


RoHS _ 
Compliant 
é Available 


! 


Cable to Cable Connector 


Cable End Connector 


Panel Mount Connector 


Features: ® Audio connections 

© Compact, 1/2” connector size © Outdoor data acquisition devices 
© Durable nickel plated brass housing © Test and Measurement 

@ 360° EMI Shielding @ Agriculture electronics 

® Contacts can be soldered or crimped © Safety and Security 

© Available with #20 contacts or #26 contacts © Harsh environments 
Applications: © General electronic applications 


© Medical devices 


TS Series Dura-Twist™ Threaded Locking Connectors feature a threaded locking mechanism allowing for 
secure connection and easy blind mating. They are sealed to an IP68 rating and can withstand the temperature 
and pressure of autoclave sterilization. The series is available with up to 9 contacts and has rear or front panel 
mounting options. 


No. of Contact Contact Contact Price Each 
Mfg. Part No. Contacts Type Plating Material Stock No. 1-4+ 
Cable Mount Plug, Copper Alloy Body, Electroless Nickel, Cable End 
@ TS2C2M20C 2 Crimp Pin Gold Copper Alloy | 15AC1949 20.52 
@ TS2C2F20C 2 Crimp Socket Gold Copper Alloy | 15AC1946 23.03 
Cable to Cable In-line Cable End Connector @ TS2C3M20C 3 Crimp Pin Gold Copper Alloy | 15AC1955 5.65 
Connector @ TS2C3F20C 3 Crimp Socke Gold Copper Alloy | 15AC1952 6.78 
@ TS2C4M20C 4 Crimp Pin Gold Copper Alloy | 154C1961 22.95 
Paenl! Mount Connector @ TS2C4F20C, 4 Crimp Socke' Gold Copper Alloy | 15AC1958 26.64 
Features: © 360 ° EMI Shielding @ TS2C5M20C 5 Crimp Pin Gold Copper Alloy | 15AC1967 6.28 
© Durable nickel plated brass housing is sealed @ Available with #20 contacts or #26 contacts @ TS2C5F20C 5 Crimp Socket Gold Copper Alloy | 15401964 28.45 
to IP68 @ Flush mounting front mount panel connector ei . 
© “Push-Pull” locking mechanism is easy to operate © @ Contacts can be soldered or crimped (shipped @ TS2C7M26C 7 Crimp Pin Gold Copper Alloy | 15AC1979 | 26.58 
while eliminating accidental disconnection unassembled, assembly tools available) @ TS2C7F26C vi Crimp Socke' Gold Copper Alloy | 15AC1976 32.07 
@ Easy, blind mating ; © Optional IP68 sealed caps available ; @ TS2C9M26C 9 Crimp Pin Gold Copper Alloy | 154C1991 7.54 
© Compact, 1/2” connector size @ Three cable clamp sizes accommodate a wide = : 
© Waterproof to IP68 range of cable diameters up to 5.5mm @ TS2C9F26C 9 Crimp Socket Gold Copper Alloy | 15AC1988 | 35.68 
No. of Contact Contact| Contact Bricelenchi Cable Mount Receptacle, Copper Alloy Body, Electroless Nickel, Cable to Cable 
Mfg. PartNo. | Contacts Type Plating | Material | StockNo.|  1-4+ @ TS2L2F20C 2 Crimp Socke' Gold Copper Alloy | 15AC1994 4.79 
Cable Mount Plug, Copper Alloy Body, Electroless Nickel © TS2L3F20C 3 Crimp Socket | _Gold__| CopperAlloy | 15AC2000 | 5.16 
HS2C2M20C 2 Crimp / Solder Pin Gold | Copper Alloy | 84¥3002 | 45.07 @ TS2L4F20C 4 Crimp Socke' Gold | CopperAlloy | 15A4C2006 5.54 
HS2C2F20C 2 Crimp / Solder Socket | Gold | Copper Alloy | 84¥3001 | 17.08 @ TS2L5F20C 5 Crimp Socke' Gold | CopperAlloy | 15AC2012 5.91 
HS2C3M20C 3 Crimp / Solder Pin Gold | Copper Alloy | 84¥3004 | 7.32 @ TS2L7F26C 7 Crimp Sockel Gold | Copper Alloy | 154C2024 6.67 
HS2C3F20C 3 Crimp / Solder Socket | Gold | Copper Alloy | 84¥3003 8.16 @ TS2L9F26C 9 Crimp Socket Gold | CopperAlloy | 15AC2036 7.42 
HS2C4M20C 4 Crimp / Solder Pin Gold | Copper Alloy | 84Y3006 28.52 Panel Mount Receptacle, Copper Alloy Body, Electroless Nickel 
HS2C4F20C 4 Crimp / Solder Socket | Gold | Copper Alloy | 84Y3005 8.63 @ TS2P2M20 2 Crimp Pin Gold | CopperAlloy | 15A4C2042 3.16 
HS2C5M20C 5 Crimp/Solder Pin | Gold | CopperAlloy | 84¥3008 | 29.73 @ 1S2P2F20 2 Crimp Socke' Gold | CopperAlloy | 15AC2040 | 15.55 
HS2C5F20C 5 Crimp / Solder Socket | Gold | Copper Alloy | 84¥3007 | 35.01 @ TS2P3M20 3 Crimp Pin Gold | CopperAlloy | 15AC2046 | 16.29 
HS2C7M26C 7 Crimp / Solder Pin Gold | Copper Alloy | 84Y3010 | 32.16 @ TS2P3F20 3 Crimp Socke' Gold | CopperAlloy | 154C2044 3.78 
HS2C7F26C 7 Crimp / Solder Socket | Gold | Copper Alloy | 84¥3009 | 38.63 @ TS2P4M20 4 Crimp Pin Gold | CopperAlloy | 154C2050 3.79 
HS2C9M26C 9 Crimp / Solder Pin Gold | Copper Alloy | 84Y3012 | 19.97 @ TS2P4F20 4 Crimp Socket Gold _| CopperAlloy | 15AC2048 | 17.91 
HS2C9F26C 9 Crimp / Solder Socket | Gold | Copper Alloy | 84¥3011 | 42.24 @ TS2P5M20 5 Crimp Pin Gold _| CopperAlloy | 154C2054 4.10 
Cable Mount Receptacle, Copper Alloy Body, Electroless Nickel @ TS2P5F20 5 Crimp Socket Gold _| CopperAlloy | 154C2052 4.72 
HS2L2F20C 2 Crimp / Solder Socket | Gold | Copper Alloy | 84¥3014 | 23.67 @ TS2P7M26 7 Crimp Pin Gold | CopperAlloy | 154C2062 4.73 
HS2L3F20C 3 Crimp/ Solder Socket | Gold | Copper Alloy | 84¥3015 6.53 @ TS2P7F26 7 Crimp Socket Gold | Copper Alloy | 15A4C2060 5.66 
HS2L4F20C 4 Crimp / Solder Socket | Gold | Copper Alloy | 84¥3016 | 26.56 @ TS2P9M26 9 Crimp Pin Gold | CopperAlloy | 154C2070 5.36 
HS2L5F20C 5 Crimp / Solder Socket | Gold | Copper Alloy | 84Y3017 | 28.02 @ TS2P9F26 9 Crimp Socket Gold | CopperAlloy | 154C2068 6.60 
HS2L7F26C 7 Crimp / Solder Socket | Gold | Copper Alloy | 84Y3018 8.03 PIM_S720335 
HS2L9F26C. 9 Crimp / Solder Socket Gold | Copper Alloy | 84Y3019 33.80 
Panel Mount Receptacle, Copper Alloy Body, Electroless Nickel MINI-CHANGE® FIELD ATTACHABLE Woodhead 
HS2P2M20 2 Crimp / Solder Pin Gold | Copper Alloy | 84¥3022 12.24 CONNECTORS molex 
HS2P2F20 2 Crimp / Solder Socket | Gold | Copper Alloy | 84Y¥3021 9.33 : ae nae i ee Spire oe 
HS2P3M20 3 Crimp / Solder Pin Gold | Copper Alloy | 84Y3024 13.20 © Make cables the length you want Available 
HS2P3F20 3 Crimp / Solder Socke' Gold | Copper Alloy | 84Y3023 14.14 © Route cable without connector 
HS2P4M20 4 Crimp / Solder Pin Gold | Copper Alloy | 84¥3026 | 14.15 through tight spaces 
HS2P4E20 4 | Crimp/Solder Socket | Gold | Copper Alloy | 84v3025 | 19.76 © Add field attachable connector 
- - Mini-Change® connectors enable 
HS2P5M20 5 Crimp / Solder Pin Gold | Copper Alloy | 84¥3028 15.11 quick-disconnect wiring on specialty 
HS2P5F20 5 Crimp / Solder Socket Gold | Copper Alloy | 84¥3027 21.56 cables and pre-wired control system 
HSerIM26 ul Crimp SOHEDFN Gold Copper Alloy [RBSVsiied ZULS9 ae ieee pone feature prevents the coupler from loosening, even under extreme 
HS2P7F26 7 Crimp / Solder Socket | Gold | CopperAlloy | 84¥3029 25.17 conditions. Field-wireable with a screwdriver. 
HS2P9M26 9 Crimp / Solder Pin Gold | Copper Alloy | 84¥3032 24.02 No. of Cantdet Contact Contact Price Each 
HS2P9F 26 9 Crimp / Solder Socket | Gold | Copper Alloy | 84¥3031 | 28.79 Mfg. PartNo. | Contacts Type Plating Material Stock No. 1-4+ 
For Use Price Each Cable Mount Plug, Nylon (Polyamide) Body, External Thread 
Mfg. Part No. Type With Stock No. | 1-1-99+ @ 1300170011 3 Screw Pin Gold Copper Alloy 15M1977 41,32 
HS2CCAP_ | Sealing Cap Dura Pull HS Series Cable Mount Plugs 84Y3000 1.32 1300170020 4 Screw Pin Gold Copper Alloy 20J9816 31.80 
HS2LCAP | Sealing Cap | Dura Pull HS Series Cable Mount Receptacles | 84Y3013 0.85 @ 1300170029 5 Screw Pin Gold Copper Alloy 15M1978 46.89 
HS2PCAP_ | Sealing Cap | Dura Pull HS Series Panel Mount Receptacles | 84Y3020 0.38 
PIM_5541114 > CONTINUED > 
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CIRCULAR CONNECTORS 
MINI-CHANGE® FIELD ATTACHABLE CONNECTORS (CONT.) IP68/IP69K UTS SERIES TRIM Soper , 
No.of | Contact | Contact | Contact PricoEach. © TRIO™ PLASTIC SEALED CIRCULAR crue SOURIAU 
Mfg. Part No. Contacts Type Plating Material StockNo. | 1-4* CONNECTORS 
Cable Mount Plug, Nylon (Polyamide) Body, Internal Thread Esterliné# 
@ 1300170008 3 Screw Pin Gold Copper Alloy 94M5360 46.97 (ConnectionTechnologies 
@ 1300170026 5 Screw Pin Gold Copper Alloy 14B1008 48.98 
Cable Mount Receptacle, Nylon (Polyamide) Body, Internal Thread 
@ 1300170004 3 Screw Socket Gold Copper Alloy | 15M1976 41.32 
@ 1300170015 4 Screw Socket Gold Copper Alloy 9208418 31.44 
@ 1300170023 5 Screw Socket Gold Copper Alloy 52F6719 41.65 
pill a008 Cable Plug In-Line Receptacle 


Threaded Receptacle 


IP68/69K UTS SERIES PLASTIC SEALED TRIM 
TRIO™ CIRCULAR CONNECTORS WITH SCREW Ss O U R I A U 
TERMINATION CONTACTS 


Esterliné# 
(ConnectionTechnologies 


10-6 
Gepeimoiat 6-Positions #20 
Available 
12-4 
> oN 4-Positions #16 
In-Line Receptacle Jam Nut Receptacle 
14-3 
Plug 3-Positions #8 
© No special skills or tools required, only a screwdriv- @ Extreme sealing performance: IP68/69K Dynamic 8-Positions #16 12-10 
er is needed to fit wires to the contacts © High salt spray resistance 10-Positions #20 14-7 
© Contacts accept a wide range of wires © Male connectors have a grounding contact 7-Positions #16 
@ Rapid mating with 1/3 turn with an audible and © Fully intermateable and interchangeable with ® All plastic construction with excellent impact and © Jam nut receptacle simplifies installation 
sensitive “click”, minimum 250 mating cycles the existing similar layout UTS crimp and solder shock resistance © Operating temperature: -40°C to 105°C 
@ Time saving in field installations, easy to use and versions @ Ergonomic design enhances aesthetic appeal @ VDE versions available 
assemble © Secure, reliable bayonet coupling system @ High density contact arrangements available; go 
UTS series circular connectors with screw termination contacts combines extreme sealing performance, rapid © Waterproof sealed to dynamic IP68/IP69K online or call 
and secure mating with the ease of wire termination. Requires only a screwdriver to fit wires to the contacts, UTS series |P68/IP69K sealed plastic circular connectors accept Trim Trio™ stamped and formed or machined 
making it incredibly user friendly and suitable for any field installation. Typical applications for UTS series contacts; ordered separately online or call. 
connectors with screw termination contacts are lighting, traffic control, pumps, pool equipment, access control Piicoleach 
etc. Available for 12-4 and 14-7 layouts with female plugs and a male receptacle. No. of Contact - 
Pics ERER Mfg. Part No. Contacts Type Stock No. 1-9+ 
No. of | Shell | Insert | Mounting | Termination tice ueachy Cable Mount Rece i 
i ptacle, Thermoplastic Body 
Mig. PartNo. | Contacts | Size | Argmt.| Type Type _istuckiNen [Miz @ UTS1JC103S 3 Crimp Socket - Contacts Not Supplied | 08P3524 | 17.24 
Plug, Socket @ UTS1JC104S 4 Crimp Socket - Contacts Not Supplied | 06R1693 | 17.24 
@UTS6ICI2Z4SSCR| 4 12 | 124 |Cable Mount] Screw | 55M8488 | 30.40 aus sill a 
= @ UTS1JC106S 6 Crimp Socket - Contacts Not Supplied | 08P3458 20.18 
Receptacle, Pin @ UTS1JC128P 8 Crimp Pin - Contacts Not Supplied 06R1696 
© UTS7124PSCR 4 | 12 | 124 [PanelMount] Screw | 55M8489 | 43.94 ame = weil 
EE! @ UTS1JC1210S 10 Crimp Socket - Contacts Not Supplied 06R1695 21.52 
Rensinedle: Socket @ UTS1JC1419P 19 Crimp Pin - Contacts Not Supplied 06R1697 
@ UTS71248SCR 4 | 12 | 124 |PanelMount| Screw | 75R9689| Sr so : a a = tae ose 
@ UTS7147SSCR 7 14 | 147 |PanelMount| Screw | 75R9643 | 50.56 | Saiip acne onae's NOt Supple eee 
Bim anise Jam Nut Receptacle, Thermoplastic Body 
Es @ UTS7106P 6 Crimp Pin - Contacts Not Supplied 84K9603 11.04 
. ; @ UTS7106S 6 Crimp Socket - Contacts Not Supplied 84K9604 12.16 
Circular Without Contacts @ UTS7JC147S 7 Crimp Socket - Contacts Not Supplied | 6579448 | 418.56 
No. of Insert | Shell Mounting | Price Each @ UTS7128P 8 Crimp Pin - Contacts Not Supplied 84K9609 11.32 
Mfg. Part No. Positions | Argmt. | Size Type Stock No. 1-24+ @ UTS71419P 19 Crimp Pin - Contacts Not Supplied 84K9613 | 10.90 
Receptacle, Pin @ UTS71419S 19 Crimp Socket - Contacts Not Supplied | 84K9614 13.50 
@ UTS1JC124PSCR 4 Positions 12-4 12 Cable Mount 55M8487 28.46 Jam Nut Receptacle, Thermoplastic Body, NPT Threaded 
PIM_5511562 @ UTS7142G1SNPT 3 Crimp Socket - Contacts Not Supplied | 89W1818 | 21.00 
———————— —_—_——[[S[S— ee @ UTS7183G1PNPT 4 Crimp Pin - Contacts Not Supplied 89W1822 21.00 
@ UTS7183G1SNPT 4 Crimp Socket - Contacts Not Supplied | 9374399 10.82 
@ UTS718X2M3PNPT 5 Crimp Pin - Contacts Not Supplied 89W1819 30.90 
Pp C B Fa b ri c ati 0 n & @ UTS748X2M3SNPT 5 Crimp Socket - Contacts Not Supplied | 89W1620 = 
Straight Plug, Thermoplastic Body 
@ UTS6JC103P 3 Crimp Pin - Contacts Not Supplied 84K9578 17.24 
Assem b ly @ UTS6JC104P 4 Crimp Pin - Contacts Not Supplied 84K9580 17.24 
@ UTS6JC124P 4 Crimp Pin - Contacts Not Supplied 84K9586 17.80 
@ UTS6JC104S 4 Crimp Socket - Contacts Not Supplied | 84K9581 17.24 
@ UTS6JC124S 4 Crimp Socket - Contacts Not Supplied | 84K9587 18.16 
@ UTS6JC106P 6 Crimp Pin - Contacts Not Supplied 84K9582 18.62 
Quality U.S.-based manufacturers —as fast @ UTS6JC106S 6 __| Crimp Socket - Contacts Not Supplied | 84K9583 | 20.62 
@ UTS6JC147P 7 Crimp Pin - Contacts Not Supplied 84K9594 19.32 
as 48 x ho u r tu m arou n d | @ UTS6JC128S 8 Crimp Socket - Contacts Not Supplied | 84K9589 16.47 
. @ UTS6JC1210S 10 Crimp Socket - Contacts Not Supplied | 84K9585 21.52 
element14.com/designcenter @ UTS6ICT412 12] Grimp Pin- Contacts Not Suppied | 84K9500 | 18.07 
@ UTS6JC1412S 12 Crimp Socket - Contacts Not Supplied | 84K9591 20.87 
@ UTS6JC1419P 19 Crimp Pin - Contacts Not Supplied 84K9592 19.32 
PIM S824 @ UTS6JC1419S 19 Crimp Socket - Contacts Not Supplied | 84K9593 | 29.80 
Straight Plug, Thermoplastic Body, With Cable Gland 
@ UTS6JC142G1S 3 Crimp Socket - Contacts Not Supplied | 92R5007 18.94 
@ UTS6JC183G1P 4 Crimp Pin - Contacts Not Supplied 9374400 3122 
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CONNECTORS & ACCESSORIES 


IP68/IP69K UTS SERIES TRIM TRIO™ PLASTIC SEALED CIRCULAR FULL PLASTIC UTP SERIES TRIM TRIO™ S O U R | A U 
CONNECTORS (CONT.) CIRCULAR CONNECTORS 
No. of Contact Price Each = 
Mfg. Part No. Contacts Type Stock No. 1-9+ Esterlines 
Straight Plug, Thermoplastic Body, With Cable Gland (€onnectionTechnologies 
@ UTS6JC183G1S 4 Crimp Socket - Contacts Not Supplied 89W1739 31.22 
@ UTS6JC18X2M3P 5 Crimp Pin - Contacts Not Supplied 89W1737 26.70 
@ UTS6JC18X2M3S 5 Crimp Socket - Contacts Not Supplied | 89W1738 25.30 
For Use Price Each 
Mfg. Part No. Description Type With Stock No.| — 1-1-9+ 
@ UTS10DCG Dust Cap | UTS Series Shell Size 10) 84K9575 3.29 ~ 
Circular Connectors 19-Position 
@ UTS12DCG Dust Cap [UTS Series Shell Size 12] 84K9576| 6.24 HOHE 
Circular Connectors alabie 
@ UTS14DCG Dust Cap | UTS Series Shell Size 14] 84K9577 5.11 
Circular Connectors 
@ UTS612DCG Sealing Cap|UTS Series Circular} 84K9597 7A8 
Connectors 
82913607A | Crimp Pin, 10AWG is TRIM TRIO — Series | 29M7425 6.22 28-Position 4-Position 8-Position 
Circular Gonnleciors @ All plastic circular connector with excellent impact © @ Operating temperature: -55°C to 125°C 
82913605A | Crimp Pin, 12AWG ads ee a 3 ~ —< 3272172 5.99 and shock resistance © 250 mating cycles 
. : : @ Lightweight and economical © Operating voltage: 220V 
82913603A | Crimp Pin, 14AWG a TRIM TRIO Series | 6579585 6.40 ® Secure and reliable bayonet coupling system © Use with Trim Trio™ contacts; ordered separately 
Circular Connectors Trim Trio™ Standard Layouts 
82913601A | Crimp Pin, 16AWG se TRIM TRIO — Series} 6579583 6.33 a 
: Circular Connectors No. of Insert Shell Mounting | Price Each” 
82913609A Crimp Pin, 8AWG = TRIM TRIO Series! 92R5014 8.80 Mfg. Part No. Positions Argmt. Size Type Stock No. 1-9+ 
Circular Connectors Plug, Pin 
82913606A | Crimp Socket, 10AWG a TRIM TRIO — Series} 29M7424] 10.10 @ UTP6104P 4 Positions 10-4 10-4 Cable Mount 16F5749 10.71 
Circular Connectors @ UTP6128P 8 Positions 12-8 12-8 Cable Mount 16F5750 10.94 
82913604A | Crimp Socket, 12AWG He be i. (0 ~—- Series | 3272171 5.99 Receptacle, Pin 
; —o-—_—-_ @UTPO1412P | 12Postions | 14-12 | 14 | FlangeMount | ‘P5767 | 7.40 
82913602A | Crimp Socket, 14AWG ie TRIM TRIO Series | 6519584 6.76 
Circular Connectors Receptacle, Socket 
82913600A | Crimp Socket, 16AWG ¥ TRIM TRIO Series} 24R5421 6.15 @ UTP0104S 4 Positions 10-4 10 Flange Mount 37B7902 6.98 
Circular Connectors @ UTP0128S 8 Positions 12-8 12 Flange Mount 18C2537 7.25 
82913608A | Crimp Socket, 8AWG ss TRIM TRIO — Series) 75R9728 755 @ UTP01412S 12 Positions 14-12 14 Flange Mount 16F5773 7.40 
Circular Connectors 
PIM_88585 PIMLEAGS 


IP68/IP69K UNMATED UTS SERIES HI-SEAL TRIM 
TRIO™ CIRCULAR CONNECTORS 


SOURIAU 


Esterliné# 
(Connection Technologies 


RoHS _ 
Compliant 
Available 


Cable Plug 


Jam Nut Receptacle 


Square Flange Receptacle 


@ Dynamic IP68/69K water protection in mated and §@ Gold-plated copper alloy solder contacts (#20) 
unmated conditions © Corrosion-proof plastic housing 
© Compatible with MIL-DTL-26482 connectors @ Bayonet locking system 
No. of | Shell} Insert | Mounting | Termination Price Each 
Mfg. Part No. Contacts | Size | Argmt. Type Type Stock No. 1-9+ 

Plug, Pin 

@ UTS6JC8E3P 3 8 8-3 | Cable Mount Solder 75R9632 27.78 
@ UTS6JC8E4P 4 8 8-4 | Cable Mount Solder 14P5007 = 
@ UTS6JC10E6P 6 10 10-6 | Cable Mount Solder 14P5001 = 
@ UTS6JC14E18P 18 14 | 14-18 | Cable Mount Solder 75R9624 40.12 
Plug, Socket 

@ UTS6JC10E6S 6 10 10-6 | Cable Mount Solder 14P5002 31.78 
@ UTS6JC12E10S 10 12 42-10 | Cable Mount Solder 14P5004 35.96 
Receptacle, Pin 

@ UTSO8E4P 4 8 8-4 Panel Moun! Solder 14P4999 17.86 
@ UTS78E4P 4 8 8-4 Panel Moun! Solder 14P5015 20.06 
@ UTS014E19P 19 14 14-19 | Flange Moun Solder 14P4997 28.82 
@ UTS714E19P 19 14 14-19 | Panel Moun’ Solder 14P5013 27.30 
Receptacle, Socket 

@ UTSO8E2S 2 8-2 Panel Moun Solder 09P2200 14.10 
@ UTSO8E4S 4 8 8-4 Flange Moun Solder 14P5000 18.92 
@ UTS78E4S 4 8 8-4 Panel Moun' Solder 14P5016 20.74 
@ UTSO10E6S 6 10 10-6 | Flange Moun Solder 14P4994 20.02 
@ UTS012E10S 10 12 12-10 | Flange Moun Solder 14P4996 23.50 
@ UTS712E10S 10 12 42-10 | Panel Moun’ Solder 14P5012 19.63 
@ UTS014E19S 19 14 | 14-19 | Flange Moun Solder 14P4998 30.25 
PIM_136136 


1.800.463.9275 © newark.com 


RUGGED PLASTIC UTG SERIES TRIM TRIO™ 
CIRCULAR CONNECTORS WITH METAL COUPLING Ss O U R I AU 
RING 


Esterliné# 


(ConnectionTechnologies 


35 Position 48 Position 


RoHS 

Compliant 

Available 
W 


23 Position 


28 Position 


© Metal bayonet ring offers durability and strength 
@ 500 mating cycles 

@ Environmentally sealed up to IP68 

© Operating temperature: -55°C to 125°C 


© Operating voltage: 220V 
@ Use with Trim Trio™ contacts; ordered separately 
online or call 


No. of Insert Shell Mounting Price Each 
Mfg. Part No. Positions Argmt. Size Type Stock No. 1-9+ 
Plug, Pin 
@ UTG610-4PN 4 Positions 10-4 10-4 Cable Mount 16F5733 = 
@ UTGO10-4P 4 Positions 10-4 10-4 Wall Mount 16F5717 10.32 
@ UTG612-8PN 8 Positions 12-8 12 Cable Mount 16F5734 18.00 
@ UTG012-8P 8 Positions 12-8 12 Wall Mount 16F5718 10.54 
@ UTG614-12PN 12 Positions 14-12 14 Cable Mount 16F5735 18.47 
@ UTG014-12P 12 Positions 14-12 14 Wall Mount 16F5719 10.64 
@ UTG616-19PN 19 Positions 16-19 16 Cable Mount 16F5736 18.27 
@ UTG016-19P 19 Positions 16-19 16 Wall Mount 16F5720 9.02 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 
CIRCULAR CONNECTORS 


RUGGED PLASTIC UTG SERIES TRIM TRIO™ CIRCULAR CONNECTORS TRIM TRIO™ STRAIGHT CABLE CLAMPS WITH SEALING GLANDS (CONT.) 


WITH METAL COUPLING RING (CONT.) chsh Gee Price Each 
| No. of Insert Shell Mounting Price Each Mfg. Part No. Size Dia. Max. Stock No. 1-9+ 
Mfg. Part No. Positions Argmt. Size Type Stock No. 1-9+ @ UTG18PG 18 20.5mm 16F5834 12.94 
Plug, Pin @ UTG20PG 20 26mm 16F5835 10.72 
@ UTG618-23PN 23 Positions 18-23 18-23 | Cable Mount 16F5737 20.09 @ UTG24PG 24 35mm 16F5837 15.78 


@ UTG018-23P 23 Positions | 18-23. | 18-23 | WallMount | 16F5724 9.26 PIN BO2 
@UTG620-28PN | 28Positions | 20-28 | 20-28 | CableMount | 16F5738 | 20.76 


@ UTG020-28P 28 Positions 20-28 20-28 Wall Mount 16F5722 13.82 ™ 
@ UTG622-35PN 35 Positions 22-35 22-35 | Cable Mount 16F5739 22.53 Besnard es Al aR ai S O U R | A U 


@ UTG022-35P. 35 Positions 22-35 22-35 Wall Mount 16F5723 17.66 
@ UTG624-48PN 48 Positions 24-48 24-48 Cable Mount 16F5740 28.97 Esterliné# 
@ UTG024-48P 48 Positions 24-48 24-48 Wall Mount 16F5724 17.91 Comaciontetnsioges 
Plug, Socket 
@ UTG622-35SN 35 Positions 22-35 22-35 Cable Moun\ 16F5747 23.10 
@ UTG624-48SN 48 Positions 24-48 24 Cable Mount 16F5748 28.97 
Receptacle, Socket 
@ UTG610-4SN 4 Positions 10-4 10-4 Cable Moun\ 16F5741 16.64 
@ UTG010-4S 4 Positions 10-4 10-4 Wall Mount 16F5725 10.32 
@ UTG612-8SN 8 Positions 12-8 12 Cable Moun\ 16F5742 18.10 
@ UTG012-8S 8 Positions 12-8 12 Wall Moun\ 16F5726 10.54 
@ UTG614-12SN 12 Positions 14-12 14 Cable Moun\ 16F5743 13.90 : 
@ UTGO14-128 12Positions | 14-12 | 14 | WallMount | 16F5727 | 11.39 Cable Plug Jam Nut Receptacle Wall Mount Receptacle 
@ UTG616-19SN 19 Positions 16-19 16 Cable Mount | _16F5744 18.95 © Metal circular connector with dynamic IP68/IP69K  ® Operating temperature: -40°C ROHS - 
@ UTG016-19S 19 Positions 16-19 16 Wall Moun 16F5728 10.83 sealing - oe to 105°C : Gee timoian 
eurerieas | Tres [a2 | 2 | Caietinn wrsms [teen | Symetemumantouhorencaine Cpr 
@ UTG018-23S 23 Positions 18-23 18-23 Wall Moun 16F5729 9.26 backshell at 1MHz 
@ UTG620-28SN 28 Positions 20-28 20-28 Cable Mount 46F5746 20.65 © 500 mating cycles @ Use with Trim Trio™ contacts; ordered separately 
@ UTG020-28S 28 Positions 20-28 20-28 Wall Moun 16F5730 15.97 No. of Insert Shell Mounting Price Each 
@ UTG024-48S 48 Positions | 24-48 | 24-48 | Wall Moun 16F5732 | 20.61 Mfg. Part No. Positions | Argmt. | Size Type StockNo. | 1-24+ 
PIM_8496 Plug, Pin 
@ UT06104PH 4 Positions 10-4 10 Cable Mount 84K9699 34.49 
@ UT06124PH 4 Positions 12-4 12 Cable Moun\ 9477008 25.97 
eee CABLE CLAMPS WITH S Oo U R | A U @ UT06128PH 8 Positions 12-8 12 Cable Moun\ 39K4067 32.03 
@ UT061412PH 12 Positions 14-12 14 Cable Moun\ 84K9701 35.99 
ps @ UT06142G1PH 3 Positions 14-3 14 Cable Moun' 9477010 37.41 
Esterlines @ UT06147PH 7 Positions 14-7 14 Cable Moun\ 9477011 27.38 
po tee @ UT061619PH 19Positions | 16-19 | 16 | CableMount | 84K9703 | 39.30 
Osa @UT061823PH | 23Positions | 18-23 | 18 | CableMount | 84K9704 | 34.75 
Avalanle @ UT062028PH 28Positions | 20-28 | 20 | CableMount | 84K9706 | 40.23 
Plug, Socket 
@ UT06104SH 4 Positions 10-4 10 Cable Moun\ 84K9700 46.33 
Strain Relief Backshell @ UT06124SH 4 Positions 12-4 12 Cable Mount 9477009 25.97 
Glass-filled thermoplastic polyester clamps attach to the cable side of the connector to support the cable or @ UT06128SH 8 Positions 128 12 Cable Moun 78K7124 43.98 
wire bundle, providing strain relief and absorbing vibration and shock otherwise transmitted by the cable to @ UT061412SH 12 Positions 14-12 14 Cable Mouni 84K9702 46.71 
the‘contact @UT06142G1SH_ | Positions | 14-3 14 | Cable Mount | 92R5010 | 35.08 
Shell Cable Price Each @ UT06147SH 7 Positions | 14-7 14 | CableMount | 9417012 | 25.26 
Mig. Part No. Size Dia. Max. Stock No. 1-94 @ UT061823SH 23 Positions | 18-23 | 18 | CableMount | 84K9705 | 33.41 
@ UTG10AC 10 8.7mm 16F5822 7.75 Receptacle, Pin, Jam Nut 
BUTCIAAG - 42.8mm AGESE2S, 7.98 @ UTO7104PH 4Positions | 10-4 10 | PanelMount | 84K9713_| 33.07 
@ UTGT4AC ia J3.8mm BCES02, 8.30 @ UTO7124PH 4Positions | 12-4 72 | PanelMount | 9417013 | 20.75 
@ UTGIBAC 16 a AGR5825 8.16 @ UT071412PH 12Positions | 14-12 | 14 | PanelMount | 84K9717 | 37.59 
@UTGIBAC ik: a HORSE26 8.67 @UT07142G1PH | 3Positions | 14-3 | 14 | PanelMount | 9417015 | 26.40 
ep uTCZ0KG 20 iin AGESE27 10.45 @ UT07147PH 7 Positions | 14-7 14 | PanelMount | 94t7017 | 26.40 
@ UTG22AC 22 23mm 16F5828 14.67 Receptacle, Pin, Wall Mount 
@ UTG24AC 24 27mm 16F5829 11.02 @ UT00104PH 4 Positions 10-4 10 Panel Moun 84K9685 23.74 
PIM_8501 @ UT00124PH 4 Positions 12-4 12 Panel Moun 9477002 17.02 
oe — SSS @ UT00128PH 8 Positions 12-8 12 Flange Mount 84K9687 26.49 
TRIM TRIO™ STRAIGHT CABLE CLAMPS WITH S Oo U R | A U @ UT001412PH 12 Positions 14-12 14 Flange Mount | 73K3864 21.44 
SEALING GLANDS @ UT00142G1PH 3 Positions 14-3 14 Panel Moun 9477004 17.37 
@ UT00147PH 7 Positions 14-7 14 Panel Moun 9477006 17.37 
Esterline# @ UT001619PH 19 Positions 16-19 16 Panel Moun 84K9690 22.73 
(ConnectionTechnologies @ UT001823PH 23 Positions 18-23 18 Wall Mount 80K0847 37.62 
RoHS Receptacle, Socket, Jam Nut 
Gee einoian @ UT07124SH 4 Positions 12-4 12 Panel Mount | 9477014 | 29.21 
@ UT07128SH 8 Positions 12-8 12 Panel Moun! 84K9716 32.07 
@ UT071412SH 12 Positions 14-12 14 Panel Moun 84K9718 33.01 
@ UT07142G1SH 3 Positions 14-3 14 Panel Moun 9477016 30.07 
Includes a neoprene sealing gland for maximum water protection in sealed applications. Tested to IP68 @ UT07147SH 7 Positions 14-7 14 Panel Moun 9477018 26.40 
specifications in mated condition. Receptacle, Socket, Wall Mount 
Shell Cable Price Each @ UT00104SH 4 Positions 10-4 10 Flange Mount 84K9686 26.20 
Mfg. Part No. Size Dia. Max. Stock No. 1-9+ @ UT00124SH 4 Positions 12-4 12 Panel Moun! 9477003 17.46 
@ UTG10PG 10 13.5mm 16F5830 10.00 @ UT001412SH 12 Positions | 14-12 14 Flange Mount | 84K9689 | 25.46 
@ UTG12PG 12 16mm 16F5831 13.21 @ UT00142G1SH 3 Positions 14-3 14 Panel Moun' 9477005 17.37 
@ UTG14PG 14 18.5mm 16F5832 12.66 @ UT00147SH 7 Positions 14-7 14 Panel Moun' 9477007 17.37 
@ UTG16PG 16 20.5mm 16F5833 15.40 @ UT001619SH 19 Positions 16-19 16 Flange Mount 84K9691 23.49 
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FULL METAL UTO SERIES TRIM TRIO™ CIRCULAR CONNECTORS WITH 


CONNECTORS & ACCESSORIES 
CIRCULAR CONNECTORS 


TRIM TRIO™ STAMPED, FORMED AND SELECTIVE-PLATE CONTACTS 


BAYONET COUPLING (CONT.) (CONT.) 
@ UT001823SH 23 Positions 18-23 18 Flange Mount 84K9692 27.07 Price per 
PIN_88586 AWG AWG Contact |__Pkg. 
Mfg. Part No. Max Min Plating Stock No. 1+ 
Crimp, Pin 
TRIM TRIO™ UTO CABLE CLAMPS WITH STRAIN S O U R IA U @ SM14ML1TK6 14awG | 14AWG | _ Tin Plated Contacts 93K6204 13.71 
RELIEF @ SM16ML1D70 16AWG 18AWG Gold Plated Contacts 93K6205 24.34 
ps @ SM16ML1S6 16AWG 18AWG Gold Plated Contacts 93K6206 50.96 
Esterlines @ SM16MLITK6 16AWG | 18AWG | TinPlated Contacts | 93K6207 | 16.03 
Baa ie @ SM20ML1D70 20awWG | 22AWG | GoldPlated Contacts | 93K6208 26.18 
Gee simpiat @ SM20ML1S6 20AWG 22AWG Gold Plated Contacts 93K6209 42.74 
—_ Avaliable“ @ SM20MLITK6 20AwG | 22AWG | TinPlatedContacts | 93K6210 | 417.18 
@ SM24ML1D70 24AWG 26AWG Gold Plated Contacts 93K6211 32.64 
@ SM24ML1S6 24AWG 26AWG Gold Plated Contacts 93K6212 38.27 
\ @ SM24ML1TK6 24AWG 26AWG Tin Plated Contacts 93K6213 ik o2 
S y / Crimp, Socket 
: @ SC14ML1S6 14AWG Gold Plated Contacts 88K2672 46.19 
oor @ SC14MLITK6 i 14AWG Tin Plated Contacts 88K2673 14.72 
UTO24AC @ SC14ML1D70 14AWG 14AWG Gold Plated Contacts 88K2671 28.42 
Nickel-plated metal cable clamp with strain relief attaches to the cable side of the UTO series connector to @ SC16ML1D70 16AWG 18AWG Gold Plated Contacts 88K2674 36.07 
support the cable or wire bundle, provide strain relief and absorb vibration and shock. Other shell sizes available; @ SC16ML1S6 16AWG 18AWG Gold Plated Contacts 88K2675 50.38 
Nickel asta a short or long cable clamps with strain relief nut for water-protected applications (IP68) are SB SUICMENKG ions inne Jin Fisted Contacts SaR26/6 ei) 
suitable for the UTO series connectors. Other shell sizes available; go online or call. @ SC20ML1D70 20AWG 22AWG Gold Plated Contacts 88K2677 28.42 
shel Baus Price Each @ SC20ML1S6 20awG | 22AWG | Gold Plated Contac 88K2678 | 50.38 
Mfg. Part No. Size Dia. Max. Stock No. | @ SC20ML1TK6 20AWG 22AWG Tin Plated Contacts 88K2679 45.02 
@ UTO10AC 10 5mm 83K9230 24.55 @ SC24ML1D70 24AWG 26AWG Gold Plated Contacts 88K2682 26.90 
@ UT010JCS 10 6mm 98K2279 aa @ SC24ML1S6 24AWG 26AWG Gold Plated Contacts 88K2683 50.38 
@ UTO10JCSL 10 8mm 07R8923 20.58 @ SC24ML1TK6 24AWG 26AWG Tin Plated Contacts 88K2684 14.72 
@ UTOS10JCSL 10 8.5mm 98K2206 ag PIM_8505 
@ UT012AC 12 8.2mm 83K9236 = 
@ uTO12ICS 2 ‘0mm 98K2282 = TAMPED AND FORMED SEALOK™ CONTACT. 
@ UT0S12JCS 12 10.5mm 98K2207 19.40 7 ? oe s O U R I A U 
@ UT014AC 14 10mm 83K9266 — 
@ UT014JCS 14 10mm 98K2285 31.03 Esterliné# 
@ UTOS14JCS 14 10.5mm 98K2209 =e (GommactonTechnolosiet 
@ UTO16AC 16 13mm 98K2287 = sb Siena Pols 
@ UTO16JCS 16 14mm 98K2289 — st ‘ ba Geesinpiat 
@ UTO18AC 18 16mm 98K2291 = “eoerrs #az PM 1 r RETENTION CLIP 
@ UT018JCL 18 18mm 65W6100 50.86 pa 
@ UTO20AC 20 16mm 48K7333 26.62 I | 2 
@ UT020JCS 20 18mm 98K2297 es Ee ah 
@ UT022AC 22 19.3mm 98K2299 ee Hl 202 
Price Each a | 
Mfg. Part No. | Accessory Type For Use With Stock No.|  1-1-9+ ae 
YesUT010DCG Dust Cap UTP, UTG, gi atl Series Circular | 98K2278 19.19 a f ‘nes (oi; = 
YesUT014DCG Dust Cap UTP, UTG, UTO, UTOW Series Circular] 98K2284 = Part ae Tl giceaa Saal ae 
Connectors SOCKET CONTACT PIN CONTACT 
PIM_203430 @ Used in high density UTOW/UTS connectors @ Wire range (AWG): 20-26 
© Closed entry socket design prevents probe © Sold in packages of 25 
damage 
TRIM TRIO™ STAMPED, FORMED AND SELECTIVE- as 
PLATE CONTACTS Ss O U R I A U AWG AWG Contact Pkg. 
Mfg. Part No. Max Min Plating Stock No. 1+ 
Esterliné# Grime, Pin 
(ConnectionTechnologies @ SM20WL3S26 20AWG 22AWG Gold Plated Contacts 88K2687 23.22 
RoHS _ @ SM24WL3S26 24AWG 26AWG Tin Plated Contacts 88K2689 2390 
Compliant A 
Osa Crimp, Socket 
@ SC20WL3S25 20AWG 22AWG Gold Plated Contacts 88K2680 23.35 
@ SC24WL3S25 24AWG 26AWG Tin Plated Contacts 88K2685 23.22 
@ SC24WL3TK6 24AWG 26AWG Tin Plated Contacts 88K2686 2192. 
PIM_8503 


Pin 
Socket 


@ Made from high conductive copper alloy 
© Choice of gold, gold flash, or tin over nickel plate 
finish 


damage 
@ Low insertion/withdrawal force 
@ Insulation grip provides vibration support to the 
@ High performance size 16 (0.062" dia. pin) wire crimp 
© Closed entry socket design prevents probe © Sold in packages of 25 
Contact Plating: 0.75m gold min. in contact area, flash on crimp barrel over nickel (S6 suffix); Gold flash all 
over, over nickel (D70 suffix); Preplated tin all over (TK6 suffix). 
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CIRCULAR CONNECTORS 


TRIM TRIO™ MONOCRIMP™ COAXIAL CONTACTS S O U R | AU SHIELDED CIRCULAR DIN CONNECTORS 


us 


connectivity 


Esterliné# iiiionces Beneree 


ConnectionTechnologies 


| —_— 1.110 Max oe 
——— .845 Max. —_ a 


a ; ; Compliant 
© One step cable termination extraction: 65N min. Available 


@ High reliability and quick, economical installation © Operating temperature: -55°C (14 99) 
@ For use with coaxial and twisted pair cable to +125°C a tacle with E : i Metal 
© Contact retention after five cycles of insertion and |ecepacie WIC. Tron wer 
0.79", 0.72" 0.82" 0.01" Shield (2 Mounting Holes) 
AWG AWG Contact Price Each goon | se) | Front f-(20.83)—4 ++ (0.25) ries. 
Mfg. Part No. Max Min Plating Stock No. 1-9+ Shield | | Gee tinpian 
Crimp, Pin ° 
@ RMDX60-32D28 26AWG 28AWG Gold Plated Contacts 16F5696 = AY @ 
@ RMDX60-50D28 30AWG 30AWG Gold Plated Contacts 16F5698 12.12 
Cri S Standard Receptacle Standard Receptacle 
rimp, Socket (2 Mounting Holes) with Front Metal Shield 
@ RCDX60-16D28 as S0AWG | Gold Plated Contacts 16F5704 15.27 © Nylon Housing, Rated UL94V-0 © Tin-Plated Brass Contacts 
@ RCDX60-32D28 28AWG 28AWG Gold Plated Contacts 16F5699 11.84 © 0.063” Diameter x 0.250” Deep Mounting Holes 
PIM. 8507 TE Connectivity's AMP PC board receptacles are available with or without tin-plated brass front shield. Plugs 
7 are interchangeable/intermateable with other DIN standard connectors, and meet or exceed DIN specification 
41524 for 5-position and 45322 for 6-position plug. A complete plug assembly requires: one black nylon plug 
T™M housing with tin-plated brass shield; tin-plated brass ferrule; cord guard; and 50u” snap-in contacts; all ordered 
TRIM TRIO™ SQUARE SEALING GASKETS S Oo U R | A U separately below. 100y” silver-over-copper plated pin contacts available; go online or call. Application tools, 
Flat square gasket suitable for sealing Trim Trio™ UTP, UTG, UTO, and including ferrule tool to crimp ferrule to shield, ordered separately below. UL recognized, CSA certified. 
UTOW series four-hole flange-mount receptacles with the panel; ordered = 
separately. ps No. of Body Contact Price Each 
Esterline« Mfg. Part No.| Gender | Contacts Material Plating StockNo.|  1-24+ 
(ConnectionTechnolegies Cable Mount, Tin-Plated Brass Shield 
Cable Price Each @ 9-212437-2| Plug | 8Contacts | Nylon (Polyamide) Body as 87K6923 = 
Mfg. Part No. Dia. Max. Stock No. 1-9+ Panel Mount 
@uTrpiB | 5mm AHOOGT | 532 @ 5211450-1 | Receptacle | 5Contacts | Nylon (Polyamide) Body | Tin over | 42K7092 = 
@ UTFD13B 19mm 83K0334 5.53 Nickel Plated 
@ UTFD16B 28.6mm 64K0111 3.65 Contacts 
pisses s(“‘stD*“‘sC SO!!! eel Ul Ue Panel Mount, Tin-Plated Brass Shield 
- @ 5212044-1 | Receptacle | 5Contacts | Nylon (Polyamide) Body | Tin over | 42K7096 4.39 
Nickel Plated 
TRIM TRIO™ CRIMP AND EXTRACTION TOOLING Contacts 
S O U R l A U @ 5212045-1 | Receptacle | 6Contacts | Nylon (Polyamide) Body | Tin over | 42K7097 — 
Nickel Plated 
~~ Contacts 
Esterlines @ 5212047-1 | Receptacle | 8Contacts | Nylon (Polyamide) Body | Tin over} 42K7098 8.90 
(ConnectionTechnologies Nickel Plated 
polis Contacts 
Geena Panel Mount, Tin-Plated Brass Shield, With Mounting Holes 
oo @ 5212034-1 | Receptacle | 8Contacts | Nylon (Polyamide) Body | Tin over | 42K7095 8.31 
Nickel Plated 
Contacts 
Panel Mount, With Front Panel Grounding Fingers 
SHANDLES and Crimp Die Head @ 5750477-1 | Receptacle | 5Contacts | Nylon (Polyamide) Body | Tin over | 42K7544 as 
For Use Price Each a ts ed 
Mfg. Part No. With Stock No. 1+ - : 
ik. =... LS @ 5786676-1 | Receptacle | 6Contacts | Nylon (Polyamide) Body | Tin over | 12M5838 7.89 
Ratchet Nickel Plated 
SHANDLES Souriau TRIM TRIO Series 20-16AWG Standard Contacts 87R0311 415.26 Contacts 
Price Each PIM_7993 
Mfg. Part No. Stock No. 1+ 
S16RCM16 87R0337 = Circular Contacts 
S16RCM20 87R0338 = 5 
AWG AWG Contact Price Each 
PIM_8504 Mfg. Part No. Max Min Plating Stock No. 1-24+ 
aS SS Oe Crimp, Pin 
@ 66728-5 22AWG 28AWG Tin Plated Contacts 89F4268 — 
PIM_5511366 
Custom Rocker Switches Crimp Terminals - Wire Ferrule 
Designed with your choice of: color, text, logo, icon eel Price Each 
Mfg. Part No. Length Stock No. 1-9+ 
Call 800.463.9275 or email: customswitches@newark.com Single Wire, Uninsulated, Circular DIN 
@ 212435-9 0.5" 89F4265 - 
PIM_5624870 PIM_5511365, 
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CONNECTORS & ACCESSORIES 


CIRCULAR CONNECTORS 


MAX-M12 HIGH SPEED DATA CONNECTORS (CONT.) 


CONNECTORS Trpherel sine Sylar OSA No. of Contact Contact Price Each 
Amphenol Tuchel Electronics, GmbH Mfg. Part No. Contacts Type Plating Stock No. 1-9+ 
RoHS Cable Mount Plug, Metal Body, Coding A, Right Angle, Metal Back Shell 
Gepsinpiat @ HDM12PFO5A1RAM 5 Solder Socke Gold 39Xx7410 | 45.83 
Cable Mount Plug, Metal Body, Coding A, Straight, Metal Back Shell 
No. of @ HDM12PFO5A1STM 5 Solder Socke' Gold 39X7412 32.85 
Contacts Cable Mount Plug, Metal Body, Coding B, Right Angle, Metal Back Shell 
@ HDM12PFO5B1RAM 5 Solder Socke' Gold 39X7414 = 
Cable Mount Plug, Metal Body, Coding B, Straight, Metal Back Shell 
@ HDM12PFO5B1STM 5 Solder Socke' Gold 39X7416 6.68 
No. of Cable Mount Plug, Metal Body, Coding D, Right Angle, Metal Back Shell 
@ HDM12PF05D1RAM 5 Solder Socket Gold 39X7418 42.67 
Cable Mount Plug, Metal Body, Coding D, Straight, Metal Back Shell 
@ HDM12PF05D1STM 5 Solder Socke' Gold 39X7420 27.79 
q Cable Mount Plug, Plastic Body, Coding A, Right Angle 
Straight Male Cable Plug «aah Female Cable Plug @ HOM12PFOSA1RA 5 Solder Socket_[ Gold 39X7409 = 
Cable Mount Plug, Plastic Body, Coding A, Straight 
Male Panel Receptacle Female Panel Receptacle @ HDM12PFO5A1ST 5 Solder Socket Gold 39X7411 = 
e IP67 Rated (Waterproof) When Mated © Solder Termination, Silver-Plated Contacts Cable Mount Plug, Plastic Body, Coding B, Right Angle 
© Dust-Tight @ HDM12PFO5B1RA 5 Solder Socke Gold 39X7413 4.72 
All metal for EMI shielding and ruggedness. Feature die-cast brass shells with nickel plating and IEC 130-9 Cable Mount Plug, Plastic Body, Coding B, Straight 
Frog ce er pete er her pel eg Oo | Saver Soot | Go| aaa a 
Contact plating: silver. Solder area is tin-plated on receptacles. Cable Mount Plug, Plastic Body, Coding D, Right Angle 
No. of Contact Contact Price Each @ HDM12PF05D1RA 5 Solder Socket Gold 39X7417 14.54 
Mfg. Part No. Contacts Type Plating Stock No. 1-24+ Cable Mount Plug, Plastic Body, Coding D, Straight 
Cable Mount Plug, Metal Body, Nickel, Cable Diameter 4-6 mm @ HDM12PFO05D1ST 5 Solder Socket Gold 39X7419 447 
@ C091 31H003 100 2 3 Solder Pin Silver 34B7588 22.86 Panel Mount Receptacle, Metal Body, Coding A, Right Angle, Metal Back Shell 
@ C091 31H004 100 2 4 Solder Pin Silver 34B7590 16.04 @ HDM12RM05A1RAM 5 Solder Pin Gold 39X7422 35.44 
@ C091 31H005 100 2 5 Solder Pin Silver 34B7592 9.78 Panel Mount Receptacle, Metal Body, Coding A, Straight, Metal Back Shell 
@ C091 31H006 100 2 6 Solder Pin Silver 34B7594 15.92 @ HDM12RM05A1STM 5 Solder Pin Gold 39X7424 = 
@ C091 31H007 100 2 7 Solder Pin Silver 34B7596 21.28 Panel Mount Receptacle, Metal Body, Coding B, Right Angle, Metal Back Shell 
@ C091 31H008 100 2 8 Solder Pin Silver 34B7598 26.96 @ HDM12RM05B1RAM 5 Solder Pin Gold 39X7426 = 
Cable Mount Plug, Metal Body, Nickel, Cable Diameter 6-8 mm Panel Mount Receptacle, Metal Body, Coding B, Straight, Metal Back Shell 
@ C091 31H008 101 2 8 Solder Pin Silver 34B7599 17.11 @ HDM12RM05B1STM 5 Solder Pin Gold 39X7428 13.76 
Cable Mount Receptacle, Metal Body, Nickel, Cable Diameter 4-6 mm Panel Mount Receptacle, Metal Body, Coding D, Right Angle, Metal Back Shell 
@ C091 31D003 100 2 3 Solder Socke' Silver 34B7558 18.00 @ HDM12RM05D1RAM 5 Solder Pin Gold 39X7430 2.85 
@ C091 31D005 100 2 5 Solder Socke' Silver 34B7562 21.12 Panel Mount Receptacle, Metal Body, Coding D, Straight, Metal Back Shell 
@ C091 31D006 100 2 6 Solder Socke Silver 34B7564 26.64 @ HDM12RM05D1STM 5 Solder Pin Gold 39X7432 os 
@ C091 31D007 100 2 7 Solder Socke' Silver 34B7566 9.68 Panel Mount Receptacle, Plastic Body, Coding A, Right Angle 
@ C091 31D008 100 2 8 Solder Socke Silver 34B7568 17.90 @ HDM12RMOSA1RA 5 Solder Pin Gold 39X7421 18.43 
Cable Mount Receptacle, Metal Body, Nickel, Cable Diameter 6-8 mm Panel Mount Receptacle, Plastic Body, Coding A, Straight 
@ C091 31D008 101 2 8 Solder Socke Silver 34B7569 18.95 @ HDM12RMO5A1S' 5 Solder Pin Gold 39X7423 = 
Panel Mount Plug, Metal Body, Nickel Panel Mount Receptacle, Plastic Body, Coding B, Right Angle 
@ C091 31W006 100 2 6 Solder Pin Silver 34B7648 9.21 @ HDM12RM05B1RA 5 Solder Pin Gold 39X7425 19.37 
Panel Mount Receptacle, Metal Body, Nickel Panel Mount Receptacle, Plastic Body, Coding B, Straight 
@ C091 31N003 100 2 3 Solder Socke' Silver 34B7608 AAT @ HDM12RM05B1S 5 Solder Pin Gold 39X7427 27.12 
@ C091 31N005 100 2 5 Solder Socke Silver 34B7610 10.57 Panel Mount Receptacle, Plastic Body, Coding D, Right Angle 
© C091 31NO06 100 2 6 Solder Socke Silver 34B7611 12.63 @ HDM12RMOSD1RA 5 Solder Pin Gold 39X7429 _ 
@ C091 31N008 100 2 8 Solder Socke' Silver 34B7613 9.73 Panel Mount Receptacle, Plastic Body, Coding D, Straight 
PIM_72958 @ HDM12RM05D1S 5 Solder Pin Gold 39X7431 6.44 
PIM_212187 
MAX-M12 HIGH SPEED DATA CONNECTORS Amphenol® 
Industrial M8 AND M12 PANEL MOUNT AND FIELD Gein = 
aanis SERVICEABLE CONNECTORS Available TE 
Boi JE 
Available 
AUTHORIZED DISTRIBUTOR 
Gram C @ 
Es Gs @& 
( p> Gg ( [¢- > 
Features: (18 AWG) or 0.5 mm2 (20 AWG) conductors as wy - \ 
@ HDM 12 Versions Available defined by SAE J1128; 0.75 mm2 and 0.50 mm2 : to] 


Plastic or Metal (for shielding) 

90° right angle and straight connector offerings 

3, 4, and 5 way circuit patterns 

A, B, D & P polarity codes - based on IEC 

61087-2-101 

@ Available as stand-alone connectors & cable 
assemblies (standard and overmolded) 

© Terminals capable of being terminated to: 0.8 mm2 

Amphenol Industrial Products Group introduces the ruggedized M12 high speed data connector, 

the Max-M12. High speed data transmission connection systems have traditionally been implemented into 

commercial applications with little regard to high vibration, high temperature and overall harsh environment 

demands. With the increased implementation of these high speed Datalink connection systems into more heavy 

duty / harsh environment surroundings, the need for a more robust and ruggedized connection system has 

surfaced. Based on the IEC 61076-2-101 and SAE J 2839 standards the Max-M12 connection system makes 

it the perfect solution for the ultra rugged applications that sometimes exist in markets dealing with Heavy 

Equipment, Rail & Mass Transit, Process Control, Factory Automation, etc. 


conductors as defined by ISO 6722 
@ 444 N (100 LBF) pull force on cable 
© Backward compatible with IEC 61076-2-101 (M12) 
© More resistant to terminal damage 
@ Extreme environmental testing based on J2839 
requirements 
@ High pressure wash down 
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M8 Male Panel Mount 
Connectors 

The M8/M12 system fills the ongoing needs for sensor connection in Industrial Machinery and Factory 

Automation. A connection standard for many years, these products also find application outside of their 

traditional industries where a compact reliable connection system with environmental protection is required. 


M12 Field Servicable 
Connectors 


M12 Male and Female Panel 
Mount Connectors 


M8 Female Panel Mount 
Connectors 


Panel mount and field serviceable products are offered in solder cup termination. 
No. of Contact Price Each 
Mfg. Part No. Contacts Type Stock No. 1-9+ 
Field Attachable, M12, Plug, Straight Cable Mount 
@ 1838275-1 3 Solder Pin 70M9928 12.87 
@ 1838275-2 4 Solder Pin 70M9929 14.91 
@ 1838275-3 5 Solder Pin 70M9930 14.85 
> CONTINUED > 
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SENSOR CONNECTORS 
M8 AND M12 PANEL MOUNT AND FIELD SERVICEABLE CONNECTORS MINI-CHANGE® MOLDED CONNECTORS & CORDSESTS (CONT.) 
(CONT.) ‘cable ile Price Each 
i engt engt 
Mfg, Part No. Perna eoy Stock No. fee Mfg. Partie, imperial Metric _| lds : Stock No. 1-4+ 
Field Attachable, M12, Plug, Straight Panel Mount 7/8” Sensor Right Angle 5 Position Receptacle - Pigtail, A-Size Single-Ended Cordset 
© 1838803-1 3 Solder Pin 709946 = @ 1300061349 6 1.83m Yellow 15M1988 15.22 
© 1838893-2 4 Solder Pin 70M9947 11.88 e rounneleoe _ = 12 pean _ _ Ye at 7107973 ees 
Field Attachable, M12, Receptacle, Straight Cable Mount 7/8” Sensor Straight 2 Position Receptacle - Pigtail, A-Size Single-Ended Cordset 
© 1838274-1 3 Solder Socket 70M9925 17.14 © 1300060086 v2 om Yellow PECTS = 
© 1838274-3 5 Solder Socket 70M9927 24.41 © looqAnteZ00 _— _oin__| eo 
Field Attachable, M12, Receptacle, Straight Panel Mount be nee bee ain pales Plug - 7/8” Sensor Straight 3 Position Receptacle, A-Size 
© 1838891-1 3 Solder Socket eOMooRe = 4300100221 6 1.83m Yellow 2900126 61.26 
@ 1838891-2 4 Solder Socket 70M9944 20.86 1300100489 9.84it 3m Yellow 2471147 73.90 
@ 1838891-3 5 Solder Socket 70M9945 24.87 1300100228 12 3.66m Yellow 1403408 74.58 
Field Attachable, M8, Receptacle, Straight Panel Mount 7300100492 79.6aft 6m Yellow 2471150 106.77 
© 18388392 : BOEr Soon LOM S82 = 7/8” Sensor Straight 3 Position Plug - Pigtail, A-Size Single-Ended Cordset 
PM 08268 1300060529 3 940mm Yellow 29C0135 33.32 
@ 1300060534 6 1.83m Yellow 1801945 41.46 
SINGLE KEYWAY MICRO-CHANGE® MOLDED AND * @ 1300060542 12 3.66m Yellow 2406551 52.56 
ATTACHABLE CONNECTORS [RB fra d 7/8” Sensor Straight 3 Position Receptacle - Pigtail, A-Size Single-Ended Cordset 
ris 1300060217 3 910mm Yellow 25C0283 30.01 
Getinoiat @ 1300060221 6 1.83m Yellow 15M1984 44.85 
Malate “@ 1300060232 12 3.66m Yellow 2206474 | 46.64 
@) G @ 1300060237 15 4.572m Yellow 1803200 os 
@ 1300060241 20) 6.1m Yellow 24C5365 as 
@ 103000A01F300 30) 9.1m Yellow 22C8673 89.07 
7/8” Sensor Straight 3 Position Receptacle - Pigtail, A-Size Single-Ended Cordset with Plastic 
Straight Male Receptacle Nut 
Single-Ended Cordsets @ 1300060223 6 1.83m Yellow 73C2417 39.25 
© Current Rating, 4A © Field attachable 7/8” Sensor Straight 4 Position Plug - Pigtail, A-Size Single-Ended Cordset 
@ Designed for 12mm and 18mm sensor applications © IP68; NEMA 6 watertight rating @ 104002A01F060 6 1.83m Yellow 31M6367 53.86 
ee ee ee  Sicnae ‘at__[88m_—[Yelon | anowtar | "5034 
resistant, PVC jacketed cable. UL listed, CSA certified. Meets NEMA enclosure Type 6 and IEC enclosure IP68. @ 104002A01F150 151 4.572m Yellow 31M6368 71.62 
Cable Price Each 7/8” Sensor Straight 4 Position Receptacle - Pigtail, A-Size Single-Ended Cordset 
Length | eee ®@ 1300060728 6 1.83m Yellow 31M6364 87.88 
Mfg. Part No. Imperial stockiNos ee © 1300060737 12 3.66m Yellow 2401428 64.19 
Circular 3 Position Receptacle - Free End © 104000A01F 150 15 4572m Yellow 31M6365 70.21 
© s03000Ao9mos0_ | HOME tA | 89.37 7/8” Sensor Straight 5 Position Plug - Pigtail, A-Size Single-Ended Cordset 
Circular 3 Position Receptacle - Free End, 90° © 1300081438 6 1.83m Yellow 71801949 eh 
© 803001A09M050 16.4044 LSMESz5 SEI 7/8” Sensor Straight 5 Position Receptacle - Pigtail, A-Size Single-Ended Cordset 
Circular 4 Position Plug - Free End @ 1300061163 6 1.83m Yellow 18C3206 63.31 
© 804006A09M050 16.404ft 15M4877 46.83 © 1300061171 12 3.66m Yellow 15M1987 85.94 
Circular 4 Position Receptacle - Free End “ets00ett7a.~—~S~*«~<“‘«‘«‘!!*«iSS*«dS;C<(<«ié‘ik 2m ~=«YYSCVeeilow~=«”~=SCté«é@C3207.=«Y*s‘<‘ !t*SC~*# 
@ 8R4E06A18A120 12 peBzTS 17.81 Circular 10 Position Plug - Pigtail, C-Size Receptacle with Leads, 1/2” - 14 NPT Threads 
Circular 5 Position Receptacle - Free End © 1300150044 2 304.8mm 7 2406945 06.62 
@ 805000A09M020 6.561ft 14B2862 38.04 1300150049 6 1.83m . 06H7506 123.29 
M12 Sensor Straight 5 Position Receptacle - Free End, 90° Circular 10 Position Receptacle - Pigtail, C-Size Receptacle with Leads, 1/2” - 14 NPT Threads 
@ 805001A09M050 16.4044 SiMG7es 49.49 4300150024 12” 304.8mm = 2404973 | 123.73 
PIM_2958 1300150033 6 1.83m 7 06H7503 148.33 
eee Circular 12 Position Plug - Pigtail, C-Size Receptacle with Leads, 1/2” - 14 NPT Threads 
MINI-CHANGE® MOLDED CONNECTORS & ® 1300150082 6 1.83m = 06H7513 144.99 
CORDSESTS X , 5B ra d Circular 12 Position Receptacle - Pigtail, C-Size Receptacle with Leads, 1/2” - 14 NPT Threads 
} ( @ 1300150054 12” 304.8mm ie 1801967 109.18 
Geecinp face 1300150062 6 1.83m ds 06H7510 149.31 
Available Circular 19 Position Plug - Pigtail, C-Size Receptacle with Leads, 1/2” - 14 NPT Threads 
AY G 1300150112 6.6 2m vs 23K1708 | 204.69 
Circular 19 Position Receptacle - Pigtail, C-Size Receptacle with Leads, 1/2” - 14 NPT Threads 
@ 3R3N36E80C300 12” 304.8mm ie 06H7515 173.26 
© Current rating, 8A-13A 1.56W, Straight Male Plug .70D x 4.50L and 90° Circular 19 Position Receptacle - Pigtail, C-Size Receptacle with Leads, 1-1/8” - 16 UN-2A 
© Connector size (inches): Straight Female Plug Male Plug .70D x 3.53L x 1.60W Threads 
.56D x 4.46L, 90° Female Plug .56D x 3.53L x @ For 12mm and 18mm proximity sensors 4300150098 12" 304.8mm . 03H4002 147.75 
seqeors, av clouds pany holier eracrs oh comeyet, Iyeeiovale, pecknaienaanen ent « __oODISOAD2 Ba 2m “ 2sKi7is | 194.90 
material handling equipment. Quad-Beam® contact maintains constant pressure on the male pin to ensure Circular 19 Position Receptacle - Pigtail, C-Size Single-Ended Cordset 
optimum conductivity. High-performance, long-lasting gold over palladium-nickel plating on contact. An epoxy- 1300080306 32.8ft 410m Black 25H8717 399.46 
coated coupling nut provides up to 500 hours of corrosion resistance and an anti-vibration guard. Plugs are Circular 19 Position Right Angle Receptacle - Pigtail, C-Size Single-Ended Cordset 
straight or 90° and can be lighted. Rated 7-13A, 600V. Rated NEMA 6P. UL recognized, CSA certified. 5 
Cable Cable Price Each 1300080315 16.4ft 5m Black 76M7343 262.84 
Length Length sel Circular 2 Position Receptacle - Pigtail, A-Size Receptacle with Leads, 1/2” - 14 NPT Threads 
Mfg. Part No. Imperial Metric Color Stock No. 1-4+ @ 1300130060 42” 304.8mm we 2505241 26.02 
7/8” Sensor Right Angle 3 Position Receptacle - Pigtail, A-Size Single-Ended Cordset @ 1300130076 12” 304.8mm 7 93B4726 22.25 
@ 1300060426 6ft 1.83m Yellow 15M1985 44.85 Circular 3 Position Plug - Pigtail, A-Size Receptacle with Leads, 1/2” - 14 NPT Threads 
@ 1300060430 12ft 3.66m Yellow 9400828 48.86 1300130215 6” 450mm 7 06H5260 31.71 
7/8” Sensor Right Angle 4 Position Receptacle - Pigtail, A-Size Single-Ended Cordset 1300130216 6ft 1.83m a 2149924 53.12 
@ 1300060902 6ft 1.83m Yellow 31M6366 53.86 Circular 3 Position Plug - Pigtail, A-Size Receptacle with Leads, 1/2” - 14 NPT Threads, US 
1300060905 12ft 3.66m Yellow 06H5535 56.63 Auto Code 
@ 1300130229 12” 304.8mm 7 2405410 22.89 
> CONTINUED > > CONTINUED > 
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SENSOR CONNECTORS 


MINI-CHANGE® MOLDED CONNECTORS & CORDSESTS (CONT.) NANO-CHANGE® CONNECTORS 
Cable Cable Price Each ra 
Length Length 
Mfg. Part No. Imperial Metric Color Stock No. 1-4+ holt fone 
A . ry A /ompliant 
Circular 3 Position Receptacle - Pigtail, A-Size Receptacle with Leads, 1/2” - 14 NPT Threads ‘vallabie 
®@ 1300130202 12” 304.8mm 7 15M1980 20.91 
@ 1300130135 12 304.8mm = 15M1979 31.80 
1300130149 6ft 1.83m ss 5679369 41.32 
Circular 3 Position Receptacle - Pigtail, A-Size Receptacle with Leads, 1/2” - 14 NPT Threads, 
Zinc Die-Cast with Black Epoxy 
1300130148 6ft 1.83m isi 7401416 8.88 
Circular 4 Position Plug - Circular 4 Position Receptacle, A-Size Double-Ended Cordset 4 
1300100525 6ft 1.83m Yellow 4002182 88.07 Molded Straight Male Connector Face Views 
1300100866 9.84ft 3m Yellow 51M4887 - @ 4AMPS at 60VAC/75VDC. Male .39D x 1.46L, Field Attachable Straight 
1300100533 12ft 366m Yellow 2205777 105.60 © Standard M8 sensor connector Female .457D x 1.772 
- ec tor dil i inches): Molded Straight 
Circular 4 Position Plug - Pigtail, A-Size Receptacle with Leads, 1/2” - 14 NPT Threads que we imensions (in es): Male : ge ciara ; : : 
— Smallest family of multipin connectors designed for fast, error-free wiring in all types of industrial settings. 
@ 1300130353 12 304.8mm Be 15M1981 24.80 Threaded couplings meet NEMA 6 & IP67 ratings for water resistance. Cordsets are 12’ long and have a molded 
Circular 4 Position Receptacle - Pigtail, A-Size Receptacle with Leads, 1/2” - 14 NPT Threads connector on one end and stripped wire leads on the other. Receptacles mount in a 1/2” knockout and have 12” 
© 1300130314 1 304.8mm 1801943 34.48 stripped wire leads. Field attachable connectors have solder terminals and are used to repair cordsets in the 
: = = field. 90° versions are available; go online or call. 
1300130300 3.3 1m i 48M6385 51.46 - 
Cable Price Each 
1300130325 6 1.83m “i 9208425 41.51 Length ——— 
1300130315 12 3.66m si 06H5277 48.89 Mfg. Part No. Imperial Stock No. 1-9+ 
Circular 5 Position Plug - Circular 5 Position Receptacle, A-Size Double-Ended Cordset Circular 3 Position Plug - Free End 
1300101005 6 1.83m Yellow 2900128 86.24 @ 403006A10M040 13.123 31M6592 29.65 
1300101013 12 3.66m Yellow 35C4304 104.77 Circular 4 Position Plug - Free End 
Circular 5 Position Plug - Pigtail, A-Size Receptacle with Leads, 1/2” - 14 NPT Threads @ 404006A10M040 13.1231 31M6593 35.86 
@ 1300130493 12” 304.8mm 2 1803197 30.12 Circular 4 Position Receptacle - Free End 
1300130503 6 1.83m r 7706358 44.12 @ 404000A10M040 13.123 32M1451 41.20 
Circular 5 Position Plug - Pigtail, A-Size Receptacle with Leads, 1/2” - 14 NPT Threads, US Circular 5 Position Plug - Free End 
Auto Code @ 405006A10M040 13.123 15M2441 109.98 
1300130515 12 304.8mm 25cé21 29.53 Circular 5 Position Receptacle - Free End 
Circular 5 Position Receptacle - Pigtail, A-Size Receptacle with Leads, 1/2” - 14 NPT Threads @ 4R5P06A27C300 11.81" 53M5084 21.64 
1300130443 ie 304.8 mm 7 2ac2t77__| 59.76 @ 405000A10M040 13.123 15M2440 41.62 
1300130452 oft 1.83m wt 9268395 48.84 M8 Sensor Straight 3 Position Plug - Free End, 22 AWG Leads 
Circular 5 Position Receptacle - Pigtail, A-Size Receptacle with Leads, 1/2” - 14 NPT Threads, @ 1200900020 11.81" 53M5081 28.75 
Zinc Die-Cast with Black Epoxy Fi = 
= M8 Sensor Straight 3 Position Receptacle - Free End 
@ 1300130442 12 304.8mm ai | 15M1982 37.66 
: or = 5 5 77 @ 403000A10M040 13.123 14B1384 34.09 
Circular 6 Position Plug - Pigtail, A-Size Receptacle with Leads, 1/2” - 14 NPT Threads Soo oooO—DWDOW MW 
: M8 Sensor Straight 3 Position Receptacle - Free End, 22 AWG Leads 
®@ 1300130593 12 304.8mm si 2601154 34.54 3 
1300130605 6 1.83m 06H5337 @ 1200900016 11.81 53M5080 16.86 
. = a 7 : : 5 a M8 Sensor Straight 4 Position Plug - Free End, 22 AWG Leads 
Circular 7 Position Plug - Pigtail, B-Size Receptacle with Leads, 1/2” - 14 NPT Threads “ei0m0g2«~”~C”CSS—SSSCSBS*S*«*”~SCStS BBD 
© 1300140050 12° 304.8 z 2504249 - — : = 
a a} M8 Sensor Straight 4 Position Receptacle - Free End, 22 AWG Leads 
1300140055 6 1.83m 7 06H6747 76.07 © 1200900029 187" 14B1367 
Circular 7 Position Receptacle - Pigtail, B-Size Receptacle with Leads, 1/2” - 14 NPT Threads M8 Sensor Straight 5 Position Plug - Free End, 22 AWG Leads 
1300140037 12’ 304.8mm iss 2900132 67.52 @ 1200900037 Br 53M5083 
1300140042 6 1.83m asi 06H6744 85.44 : = 
Circular 8 Position Plug - Pigtail, B-Size Receptacle with Leads, 1/2” - 14 NPT Threads _ | Price Each_ 
© 1300140078 12 304.8mm toMi996 | (61.58 Mig: Fart No. Description SlockiNo: eke 
1300140084 6 1.83m 06H6754 84.32 @ NO4MA03124 Plug, Field Attachable 31M5736 36.24 
Circular 8 Position Receptacle - Pigtail, B-Size Receptacle with Leads, 1/2” - 14 NPT Threads @ NO4FA03124 Receptacle, Field Attachable BSH952 24.23 
@ 1300140061 12" 304.8mm 1801961 73.35 PIM_62180 
1300140067 6 1.83m 7 06H6751 94.86 SSeS —— — —  — SS SS Ss a ——_—<— 
Circular 8 Position Receptacle - Pigtail, B-Size Single-Ended Cordset DUAL KEYWAY MICRO-CHANGE® MOLDED ® 
© 208000A01F060 6 183m Yellow 15M1997 | 105.70 CONNECTORS ir a 
Circular 9 Position Plug - Pigtail, C-Size Receptacle with Leads, 1/2” - 14 NPT Threads 
@ 1300150137 12° 304.8mm re 2609871 82.21 “a Osa 
1300150143 6 1.83m 7 06H7521 | 119.52 : Available 
Circular 9 Position Receptacle - Pigtail, C-Size Receptacle with Leads, 1/2” - 14 NPT Threads @) G 
1300150117 12" 304.8mm o 06H7516 116.75 ; Male Single Ended Cordset 
1300150124 6 1.83m : 06H7518 138.89 Receptacle with RYG'Leads: Female Single Ended 
Price Each cou 
For Use eee = ® Current Rating, 4A © P68; NEMA 6P water-tight rating 
Mfg. Part No. : Description _ ai Stock No.| _1-1-4+ © Designed for 12mm and 18mm sensor applications 
1300130388 | A-Size Bulkhead Feed- | Mini-Change A-Size Sensor Connectors | 06H5287 | 129.89 Used with 12 and 18mm tubular proximity sensors, tubular photoelectric sensors, and modular controls. 
Through — Receptacle, Mechanically-keyed mating parts eliminate mismating. Diameter, 0.57” and length, 1.84”. Rated 4A, 300V. Oil- 
4 Poles resistant, PVC jacketed cable. UL listed, CSA certified. Meets NEMA enclosure Type 6 and IEC enclosure IP68. 
PIM_2956 Cable Price Each 
_ oo . aca SS e Length 
Mfg. Part No. Imperial Stock No. 1+ 
Vendor Approved Modification 1/2”-20 Sensor Right Angle 3 Position Receptacle - Pigtail, Single-Ended Cordset 
— _—e«— eT _ 1200720250 6ft 96F4278 39.87 
Panel Meters and Switches designed to your specs © 1200720254 aft 96F4279 44.72 
Choose your own colors, text, and logo 1/2”-20 Sensor Straight 3 Position Receptacle - Pigtail, Single-Ended Cordset 
1SO certified lab with a Certificate of Conformance included with your order © 1200720178 12.14ft 96F4277 46.86 
1/2”-20 Sensor Straight 5 Position Receptacle - Pigtail, Single-Ended Cordset 
Email panelmeters@newark.com Call 800 859 1257 @ 1200720474 12ft 14B2617 76.76 
PIM, 5795293 Circular 3 Position Plug - Pigtail, Single-Ended Cordset 
@ 703006D02F060 6ft 15M4349 39.86 


> CONTINUED > 


1.800.463.9275 © newark.com elementiu 379 


CONNECTORS & ACCESSORIES 


SENSOR CONNECTORS 


DUAL KEYWAY MICRO-CHANGE® MOLDED CONNECTORS (CONT.) 


Cable Price Each 
Length 
Mfg. Part No. Imperial Stock No. 1+ 
Circular 3 Position Receptacle - Pigtail, 22 AWG PVC Leads 
@ 1200740106 tft 14B2400 19.00 
Circular 5 Position Receptacle - Pigtail, 22 AWG PVC Leads 
@ 1200740222 tft 17M8459 24.83 
PIM_80420 
M12 EUROFAST CORDSETS 
Satay 78 
WO 
~ Industrial 
Automation 


RoHS — 
Compliant 
Available 


© Standard plug body 
@ Nickel plated brass coupling nut 


© T barb fitting 
@ NEMA 6P/IP68 rated 


Cable Price Each 
Length 
Mfg. Part No. Imperial Stock No. i+ 
Circular 5 Position Receptacle - Free End, PVC 
@ RK 4.5T-2 6.561ft 61M4492 30.60 
M12 Sensor Straight 4 Position Receptacle - Free End, PVC 
@ RK 447-2 6.561ft 41M4052 28.60 
M12 Sensor Straight 4 Position Receptacle - M12 Sensor Straight 4 Position Plug, PVC 
@ RK 4.4T-2-RS 4.4T 6.561ft 41M4053 50.60 
M12 Sensor Straight 5 Position Receptacle - Free End, PVC 
@ RS 4.5T-2 6.56ft 99M0778 30.60 
PIM_93070 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


FIELD WIREABLE CONNECTORS (CONT.) 


@ Field wireable ® Straight housing style 
@ Standard keyway @ Eurofast series offers IEC IP 67 protection 
No. of Contact Price Each 
Mfg. Part No. Contacts Type Stock No. 1+ 
Eurofast, PG7, M12, Plug, Straight Cable Mount 
BS 8141-0/LABEL* 4 Screw Pin 99M0746 23.60 
Eurofast, PG7, M12, Receptacle, Straight Cable Mount 
@B 8141-0 4 Screw Socket 99M0742 20.40 
Eurofast, PG7, M8, Plug, Straight Cable Mount 
@ BS 5141-0 4 Solder Pin 41M2267 21.70 
Eurofast, PG9, M12, Plug, Straight Cable Mount 
@ BS 8141-0/PG9 4 Screw Pin 41M2268 20.40 
@ BS 8141-0/PG9/LABEL* 4 Screw Pin 99M0747 23.60 
Eurofast, PG9, M12, Receptacle, Straight Cable Mount 
@ B 8141-0/PG9 4 Screw Socket 41M2017 20.40 
@ BS 8151-0/PG9 5 Screw Socket 55M3352 26.90 
@ B 8151-0/PG9/LABEL* 5 Screw Socket 15R0465 30.10 
Minifast, 7/8”, Plug, Straight Cable Mount 
@ BS 4131-0/9 3 Screw Pin 41M2264 32.80 
@ BS 4151-0/9 5 Screw Pin 41M2265 36.40 
Minifast, 7/8”, Receptacle, Straight Cable Mount 
@ B 4131-0/9 3 Screw Socket 41M2013 32.80 
@ B 4151-0/9 5 Screw Socket 41M2014 36.40 
Picofast, M8, Plug, Straight Cable Mount 
@ BS 5131-0 3 Solder Pin 41M2266 21.70 
Picofast, M8, Receptacle, Straight Cable Mount 
@ B 5131-0 3 Screw Socket 41M2015 21.70 
@B5141-0 4 Screw Socket 41M2016 21.70 
PIM_93072 
INDUSTRY STANDARD 


Gop eimoiat Switcheraft 
Available conx ‘ALL’ 


HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 


MINI-MIZER® CONNECTORS 


600V weathertight connectors for sensor, automotive, 


robotic, instrumentation and controls applications; comply \ 
M12 EUROFAST RECEPTACLES Ture with UL, CSA, NEMA, ANSI and NFPA standards. Provide AW 
We moisture-tight connection under 6’ water, making them perfect 8s MADE 
for harsh environments. Black anodized machine aluminum Wa ba 
Industrial receptacle has epoxy-sealed contacts and mating plug 
Automation includes metallic coupling ring. Gold-plated screw-machined G 
brass contacts resist corrosion and perform in low current 
ee applications. Plugs with socket type contacts available in 
foment 3, 6 and 12’ lengths; receptacles with pin type contacts are 
. A =] 
° designated by (*) and include 1’ leads. 16 AWG standard 
AX @ cable/wire size. UL recognized, CSA certified. 
Cable Price Each 
FK Length 
© Male or female receptacle © 4-wire or 8-wire termination Mfg. Part No. Imperial Stock No. 1-24+ 
@ NEMA 1,3, 4, 6P and IEC IP68 protection © Current rating: 4A (4-wire); 2A (8-wire) Circular 3 Position Receptacle - Free End 
No. of Contact Price Each @ 1638144 144” 50F2154 = 
Mfg. Part No. Contacts Type Stock No. 1+ Circular 4 Position Receptacle - Free End 
Female, Front Mount, M12, Receptacle, Straight Cable Mount @ 174P12 42° 50F2159 a 
@FK 4.4-0.5 4 Solder Socket 66M8049 14.90 @ 164872 72” 50F2157 = 
@ FK 4.5-0.5 5 Solder Socket 99M0751 16.10 @ 1648144 144” 50F2158 = 
Female, Rear Mount, M12, Receptacle, Straight Cable Mount Circular 5 Position Receptacle - Free End 
@ FKFD 4.5-0.5 5 Solder Socket 99M0754 22.10 @ 175P12 12" 50F2163 18.47 
Male, Front Mount, M12, Plug, Straight Cable Mount @ 165872 72" 50F2161 = 
@FS 44-05 4 Solder Pin 66M8074 14.90 PIM_8682 
Male, Front Mount, M12, Receptacle, Straight Cable Mount 
ee - —— ~ —- end SMARTCLICK™ WATERPROOF SENSOR I/O 
@ FS 45-05 alder Pin CHO) CONNECTORS OMRON. 
@FS8-0.5 8 ; Solder Pin 41M3249 21.00 ELECTRONIC COMPONENTS 
Male, Rear Mount, M12, Plug, Straight Cable Mount 
@ FSFD 4.5-0.5 5 Solder Pin 54M9958 22.10 
PIM_93071 
FIELD WIREABLE CONNECTORS seco s 
ebaie rs Staion older ENy Straight Solder Receptacle es a Straight IDC Receptacle 
@ Rated at 4A/ 250VDC locking) Gee tinsian 
Industrial © Maintains compatibility with and degree of © Gold-plated brass contacts Available 
Automation protection (IP67) as conventional, screw-type M12 © Connector with cable are UL 
connectors approved 
Geir ia © Turn 1/8 of a turn to lock (positive click indicates @ Temp. range: -25°C to +70°C 
/ompliant 
Avalable No. of Contact Price Each 
Mfg. Part No. Contacts Type Stock No. 1-4+ 
For 4mm Cable, M12, Plug, Straight Cable Mount 
@ XS5G-D4S3 4 Screw Pin 15R7366 = 
Minifast Eurofast For 4mm Cable, M12, Receptacle, Straight Cable Mount 
Picofast @ XS5C-D4S3 4 Screw Socket 15R7360 17.15 
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CONNECTORS & ACCESSORIES 


SENSOR CONNECTORS 
SMARTCLICK™ WATERPROOF SENSOR I/O CONNECTORS (CONT.) Banana (CONT.) 
No. of Contact | Price Each_ Mounting Current | Voltage Price Each 
Mfg. Part No. Contacts Type Stock No. 1-4+ Mfg. Part No. Type Termination Rating Rating Stock No. 1-9+ 
For 6mm Cable, M12, Plug, Straight Cable Mount Jack, Black, Solder Bucket Connection - Black 
@ XS5G-D421 4 Solder Pin 15R7367 16.86 @ 563-0100 Panel Mount Solder 10A 250Vrms 45M6890 0.90 
For 6mm Cable, M12, Receptacle, Straight Cable Mount Jack, Black, Solder Terminal Connection - Black 
@ XS5C-D421 4 Solder Socket 15R7361 16.86 @ 551-0100 Panel Mount Solder 10A 50V 45M6863 0.90 
M12, Plug, Straight Cable Mount Jack, Red, Solder Bucket Connection - Red 
XS5G-D418 4 IDC / IDT Pin 99W6457 38.35 @ 563-0500 Panel Mount Solder 10A 250Vrms 45M6893 0.90 
M12, Receptacle, Straight Cable Mount Jack, Red, Solder Terminal Connection - Red 
XS5C-D418 4 IDC / IDT Socket 99W6456 38.35 @ 551-0500 Panel Mount Solder 10A 50V 45M6865 0.90 
PIM_152517 PIM_5511847 
7000 SERIES XLR TYPE IN-LINE AND SBaetn “WHE. XLR STYLE AUDIO CONNECTORS Gepiinoin 
PANEL MOUNT PLUGS AND SOCKETS Available =a Available 
P NEUTRIK 


7 


Body material: zinc. Contact material: brass except mfg. part nos. 700-0300 and 702-0300 which is phosphor 
bronze. Contact finish: silver. 


No. of Price Each 
Mfg. Part No. Gender Contacts Termination StockNo. | 1-199 _ 
Cable Mount 
®@ 700-0300 jack 3 Contacts Solder 69K6173 10.33 
@ 701-0300 Plug 3 Contacts Solder 69K6176 9.72 
@ 700-0400 jack 4 Contacts Solder 69K6174 12.75 
@ 701-0400 Plug 4 Contacts Solder 69K6177 4.89 
@ 700-0500 jack 5 Contacts Solder 69K6175 6.61 
@ 701-0500 Plug 5 Contacts Solder 69K6178 7.98 
Panel Mount 
@ 702-0300 jack 3 Contacts Solder 69K6179 741 
@ 703-0300 Plug 3 Contacts Solder 69K6182 = 
@ 702-0400 ack 4 Contacts Solder 69K6180 7A3 
@ 702-0500 jack 5 Contacts Solder 69K6181 7.80 
PIM_85873 
4mm AUDIO SOCKETS 


~~ 
= 
mn 

RoHS — 
Compliant 
Available 


Single Socket 


Double Socket 


Suitable applications include: 
© Test Instrumentation 

@ PA Speakers 

© Medical Instruments 


@ Audiophile Equipment 

@ Hi-Fi Speakers 

@ Amplifiers 

© Education Laboratories (Low Voltage) 


4mm panel mount sockets available with solder tag or solder bucket connections. Include panel mount nut. 
Rated 10A. 4 mm 90° insulated sockets mount directly onto pc board. Feature grooves in outer acetal housing 
provide stacking alignment for board space saving. Rated 10A. 
Current Hole Price Each 
Mfg. Part No. Rating Voltage Dia. Color Stock No. 1-9+ 

Double Socket 

@ 572-0100 10A 250Vrms 1.8mm Black 45M6897 8.55 

Single Socket 

@ 571-0100 10A 250Vrms 1.94mm Black 45M6896 2.08 

@ 571-0200 10A 250Vrms 1.94mm Blue 30M0083 2.71 

@ 571-0300 10A 250Vrms 1.94mm Brown 21M8665 1.44 

@ 571-0400 10A 250Vrms 1.94mm Green 30M0085 2.71 

@ 571-0500 10A 250Vrms 1.94mm Red 30M0087 PATA 

@ 571-0600 10A 250Vrms 1.94mm White 30M0088 2.71 

@ 571-0700 10A 250Vrms 1.94mm Yellow 30M0090 2.71 
PIM_94537 

Banana 
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SII 


NC3FXX 


NC3MXX 


NC3FRX NC3FD-LX-BAG 
af ‘ 
NC3MD-LX-BAG NC4FRX NCFRXB NC5MRX 


Compact, uniquely styled die-cast shell with internal thread that mates with external thread on boot to eliminate 
thread exposure found on other XLR connectors. Improved chuck type strain relief increases retention force 
and makes assembly easier and faster. Female connector incorporates new cage type contact with seven 
independent contact points for lower contact resistance and higher connection integrity. Current rating: 16A 
per contact. Wire size: 14 AWG. Die-cast zinc shell with nickel finish, except B and BAG suffix which are 
black chrome. Male connectors have brass contacts and female have bronze. Male connectors have brass 
silver-plated contacts, except B suffix which are gold-plated. Female connectors have bronze silver-plated 
contacts, except B suffix which are gold-plated. All XX series XLR connectors come standard with black (-blk) 
color-coded ring; other colors available, go online or call. 


No. of Price Each 
Mfg. Part No. Gender Contacts Termination StockNo. | 1-94 

Cable Mount 

@ NC3FXX Jack 3 Contacts Crimp 980231 4.23 
@ NC3MXX Plug 3 Contacts Crimp 98J0233 3.80 
@ NC3FXX-B Jack 3 Contacts Solder 33K3997 5.93 
@ NC3FXX-BAG Jack 3 Contacts Solder 33K3998 4.84 
@ NC3MXX-B Plug 3 Contacts Solder 33K3999 5.36 
@ NC3MXX-BAG Plug 3 Contacts Solder 33K4000 4.59 
@ NC3FRX-B Jack 3 Contacts Solder 88K0906 11.08 
@ NC3MRX-B Plug 3 Contacts Solder 88K0907 9.12 
@ NC3FRX Jack 3 Contacts Solder 88K5878 10.90 
@ NC3MRX Plug 3 Contacts Solder 88K5883 5.67 
@ NC4MXX Plug 4 Contacts Solder 72K7606 5.52 
@ NC4FXX Jack 4 Contacts Solder 72K8971 7.21 
@ NC4MXx-B Plug 4 Contacts Solder 72K8975 4.53 
@ NC4MXX-BAG Plug 4 Contacts Solder 72K8976 3.87 
@ NC4FRX Jack 4 Contacts Solder 88K5888 12.96 
@ NC4MRX Plug 4 Contacts Solder 88K5891 11.49 
@ NC5MXx Plug 5 Contacts Solder 72K7609 6.75 
@ NC5FXX Jack 5 Contacts Solder 72K8977 9.03 
@ NC5FXX-BAG Jack 5 Contacts Solder 72K8979 7.48 
@ NC5MXX-B Plug 5 Contacts Solder 72K8981 7.80 
@ NC5MXX-BAG Plug 5 Contacts Solder 72K8982 7.18 
@ NC5MRX Plug 5 Contacts Solder 88K5897 16.10 
@ NC6MXX Plug 6 Contacts Solder 72K8989 7.18 
@ NC7MXX Plug 7 Contacts Solder 72K7611 8.57 
@ NC7FXX Jack 7 Contacts Solder 72K8995 12.53 
Panel Mount 

@ NC3FD-LX Jack 3 Contacts Solder 20M8244 4.37 
@ NC3FD-LX-B Jack 3 Contacts Solder 20M8245 5.54 
@ NC3MD-LX Plug 3 Contacts Solder 20M8249 4.09 
@ NC3MD-LX-B Plug 3 Contacts Solder 20M8250 4.60 

PIM_84858 
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CONNECTORS & ACCESSORIES 
AUDIO/VIDEO CONNECTORS 


XLR, SPEAKON AND POWERCON RECEPTACLE 


ACCESSORIES 
ra ~ 
SCF SCL 


NEUTRikx 


SCDX 


DBA-BL 


RoHS 
Compliant 
Available 


NDF 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-9+ 
@ NDF Dummy Plug XLR Panel Mount Jacks 07P8462 0.89 
@SCL Dust Cover | Speakon NL2M, NL4M, NLT4MP Series Connector | 88K6472 eas 
Plastic Body 
@SCF Dust Cover XLR Female Chassis Connectors 88K6471 3.15 
@SCM Dust Cover XLR Male Chassis Connectors 88K6473 2.40 
@ SCDX Hinged Cover D-Size Chassis Connectors 41M4249 2.14 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-9+ 
@ DBA-BL Dummy Plate D Connectors 27B4133 1.11 
PIM_112539 
SPEAKON® CONNECTORS @ 
NEUTRikKx 
\ 
we" 
a 
NL2FX NL4FC, NL8FC NL2MP, NL4MP NL8MPR 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SPEAKON® SPX SERIES PROFESSIONAL LOUDSPEAKER AND 

AMPLIFIER CONNECTORS (CONT.) 

© 3 pieces 

© Strain relief accepts a wide variety of cable 
diameters (6-14mm) 


@ Handles 50A @ 50% load, 40A rms continuous 
@ New ergonomic design 
@ Larger latch and rear boot for easier handling 


SPX series Speakon® connectors feature a higher current rating for usage with high-powered speakers and 
amplifiers carrying more than 1000 Watts. Assembly is fast and easy with less parts to handle and a redesigned 
insert that does not require any special tools. A unique design allows user to take a straight connector and 
convert it into a right angle, without disconnecting the cable, by using the “quick-change” conversion kit; order 


separately below. PBTP housing is flammability rated UL94-HB. Rated current per brass contact: 40Arms 
continuous. Rated insulated voltage: 250VAC. Insulation resistance: > 1GO. Dielectric strength: 4kV peak. 
Wiring: screw-type terminals or soldering (complies with IEC 68-2-20). Temperature range: -30°C to +80°C. 
No. of Price Each 
Mfg. Part No. Gender Contacts Termination Stock No. 1-9+ 

@ NL4MMX Plug 4 Contacts 9400911 7.43 
Cable Mount 

@ NL4FX Jack 4 Contacts Screw 9400906 6.42 

@ NL4FRX Jack 4 Contacts Screw 9400901 8.81 
Panel Mount 

@ NL4MP-ST Plug 4 Contacts Screw 34C8807 5.25 

@ NL4MP-UC Plug 4 Contacts Quick Connect 3408808 = 
PIM_72711 


SPEAKON® STX SERIES LOCKABLE LOUDSPEAKER 
CONNECTORS 


<< 


NEUTRiIk 


RoHS _ 
Compliant 
Available 


NLT4FX-BAG 


NLTAMP es 


@ All-metal housing 
© Meets IP54 protection class 
@ Precise “quick-lock” system 


STX series Speakon® 4-pole lockable connectors are designed for loudspeaker/amplifier applications in 
harsh environments. Choice of male and female cable- and chassis-style connectors that feature durable, zinc 
die -cast metal housings available with nickel or black finish. Cable connectors have 1-pc. chuck design with 
bushing that handles cable O.D. range of 0.35-0.63" (9-16mm) with a maximum wire gauge of 10 AWG. Female 
chassis connectors feature solder cups. All are solder wire terminated except mfg. part no. NLTP4MP_ which 
features flat tabs for Faston® (0.25” x 0.03”). Chassis connectors feature a 4-hole flange for mounting. Built-in 
gaskets make these connectors weatherproof to IP54 class protection (when mated together). Rated: 40A rms 


@ Easy to assemble 
© Mates with all 4-pole Speakon® connectors 


RoHS continuous per contact/250VAC insulation voltage. Quick-lock with latch retention. Temperature range: -30°C to 
Geptinpian +80°C. Flammability rated: ULO4HB. 
Available 5 
Ha No. of Price Each 
A Mfg. Part No. Gender Contacts Termination Stock No. 1-9+ 
Cable Mount 
@ NLT4FX Jack 4 Contacts Solder 83H8262 10.83 
BSL-WR @ NLT4FX-BAG Jack 4 Contacts Solder 05/1897 = 
SPEAKON® CONNECTORS are used in professional speaker and amplifier applications. Termination can @ NLT4MX-BAG Plug 4 Contacts Solder 051899 = 
be either soldered or solderless screw-type terminal compression on cable mount versions; solder or quick Chassis Mount 
disconnect on panel mount versions; and horizontal termination on PC board mount version. Field repairable, no - 
special tools required. Meets IEC65, IEC348 safety standards. Order coupler NL4MMX for linking (extending) @ NLT4MP Plug 2 Contacts Quick Connect 96H6104 ood 
cable separately below. Panel Mount 
SPEAKON® LOCKABLE LOUDSPEAKER CONNECTORS / SPEAKON COMBO are a combination of F 
a speakon and an 1/4” jack receptacle, mating with all speakon’s and 1/4” phone jacks, compatible to the @NCTAMP-BAG Plug 4 Contacts Quick Connect Oou1898 = 
NL4MD-V regarding PCB layout and panel cutout. PIM_80295 
No. of Price Each 
Mfg. Part No. Gender Contacts Termination Stock No. 1-9+ PX STYLE 1/4” PHONE PLUGS 
Cable Mount @ 
@ NL4FC Jack 4 Contacts Screw 51F1805 8.37 NEUTRIHNC 
@ NL8FC Jack 8 Contacts Screw 51F1808 16.73 RoHS 
Compliant 
@ NL2FX Jack 2 Contacts Screw 08X0951 4.64 COs 
Panel Mount 
@ NL8MPR Plug 8 Contacts Quick Connect 51F1809 9.26 
@ NL4MPR Plug 4 Contacts Quick Connect 51F1807 ead 
@ NL2MP Plug 2 Contacts Quick Connect §0B7301 — 
@ NL4MP Plug 4 Contacts Quick Connect 51F1806 2.42 
PIM_9101 


SPEAKON® SPX SERIES PROFESSIONAL 
LOUDSPEAKER AND AMPLIFIER CONNECTORS 


NEUTRik« 


RoHS _ 
Compliant 
Available 


NL4FX NL4FRX 


NL4MP-UC 
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382 


Exceptional style 1/4” slim plug with proven chuck type strain relief system. Precision machined one-piece 
contacts with no rivets. Solder termination. The sleek 14.5mm diameter provides high-density jack pitches 
as close as 15.8mm. 


Contact 
Plating 


Price Each 
Stock No. 1-9+ 


No. of Body 
Mfg. Part No. | Gender | Contacts | Termination | Material 


6.35 mm - Cable Mount, Black Shell, Gold Contacts 


@ NP2X-B Plug 2 Solder Metal Body | Gold Plated | 73J7126 5.52 
Contacts 
@ NP3X-B Plug 3 Solder | Metal Body | Gold Plated | 33K4002 = 
Contacts 
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PX STYLE 1/4” PHONE PLUGS (CONT.) 


No. of Body 
Mfg. Part No. | Gender | Contacts | Termination | Material 
6.35 mm - Cable Mount, Black Shell, Nickel Contacts 


@ NP3X-BAG| Plug 3 Solder — | Metal Body | Nickel Plated | 33K4003 6.82 
Contacts 


Price Each 
Stock No. 1-9+ 


Contact 
Plating 


6.35 mm - Cable Mount, Nickel Shell. Nickel Contacts 


@ NP2X Plug 2 Solder | Metal Body | Nickel Plated | 97J5940 4.51 
Contacts 

@ NP3X Plug 3 Solder | Metal Body | Nickel Plated | 21K6610 6.67 
Contacts 

PIM_84859 

PHONE PLUGS AND JACKS 


NMEUTRiIk 


NP2C 


RoHS _ 
Compliant 
Available 


CONNECTORS & ACCESSORIES 


AUDIO/VIDEO CONNECTORS 
3.5mm RIGHT-ANGLE STEREO PLUGS 
_®.. 


RoHS _ 
Compliant 
Available 


NTP3RC NTP3RC-B 
@ All Metal Housing Strain Relief 
® Slim Design is Space Saving ® Available in Either Nickel Housing/Silver Plug or 
@ Only Available 3.5mm Plug with Chuck Type Black Housing/Gold Plug 
No. of Body Contact Price Each 
Mfg. Part No. | Gender | Contacts | Termination | Material Plating Stock No. 1-9+ 


3.5 mm - Cable Mount, Black Housing, Gold Contacts 


@ NTP3RC-B | Plug 3 Solder — | Metal Body | Nickel Plated | 0531905 5.82 
Contacts 


3.5 mm - Cable Mount, Nickel Housing, Nickel Contacts 


@ NTP3RC Plug 3 Solder — | Metal Body | Nickel Plated | 96H7352 4.89 
Contacts 

PIM_80165 

COMMERCIAL 1/4” CONNECTORS BY J = @ 

PHONE PLUGS REAN a brand of Neutrik AG jem zune 


All 1/4” commercial plugs are machined brass. 
Features include larger cable clamp and solder tabs. 


Th: RoHS — 
>) Compliant 
KJ Available 


NP3TB-B i 
NP2X-AU-SILENT Niceree No. of —_ Body Contact Price Each 
Mfg. Part No. | Gender | Contacts | Termination | Material Plating Stock No. 1-9+ 
RIGHT ANGLE AND STRAIGHT 1/4” STANDARD PHONE PLUGS 1/4 *- Cable Mount, Long Di Handl 
Standard plugs feature metal die cast shell, one piece plug construction, shielded handle, nickel contacts, solder = Vable Mount, Long Viecase Handle : 
ermination, and chuck strain relief. Cable diameter: 0.30" (8). Fit all standard jacks. @ NYS228 Plug 3 Solder | Metal Body | Nicke' Plated | 52F7340 3.56 
LOCKING PHONE JACKS Contacts 
Die-cast zinc shells, nickel-plated. Securely lock phone plugs in position. For use in mono or stereo applications. 6.35 mm - Cable Mount, Large Metal Handle 
Fits in punchout diameter 0.940". Mate with all 1/4” standard phone plugs. Faaveou. | pia | 9 1 e@nldap ~~ Disatal Badv Nickel pinta; anal Sa 
Profi@PROFESSIONAL PHONO RCA PLUG @ NYS 225 Plug 2 Solder | Metal Body are os ed | 34C8812 2.67 
Ground before signal, gold contacts. Per pair - marked red and black. Retractable sleeve with separate wedge - 
contacts keeps the shell in the front position when engaged providing a direct coaxial electrical connection 6.35 mm - Cable Mount, Long Diecase Handle 
rom the socket via the shell to the cable shield. Easy assembly and soldering (large soldering area, rapid-flow @ NYS 224 Plug 2 Solder Metal Body | Nickel Plated} 3408811 DTD: 
plating. High grade plastic insulation with high creep resistance. Rated current: 16A. Rated voltage: 250VAC. Contacts 
insulation resistance: <100GQ. Temperature range: -30°C to +80°C. 6.35 mm - Cable Mount, Metal Housing, Plastic Bushing 
No. of Body | Contact Price Each @Nys207 | Plug 2 Solder |MetalBody| Nickel Plated] 3408809] 2.37 
Mfg. Part No. Gender | Contacts | Termination| Material Plating | Stock No. 1-9+ Contacts 
1/4 “ - Cable Mount 6.35 mm - Cable Mount, Short Metal Handle 
@ NP2X-AU-SILENT| Plug 2 Solder | Metal Body}G o | dj 98M1700] 11.93 @ NYS201 Plug 2 Solder | Metal Body | Nicke Plated | 66F9797 2.16 
Plated Contacts 
Contacts PIM_70155 
@ NP3RX Plug 3 Solder Metal Body |N ic k el) 34M3331 8.69 
Plated 
Contacts COMMERCIAL 3.5MM PHONE PLUGS CONNECTORS BY | = 2 
6.35 mm - Cable Mount © 3-pole REAN a brand of Neutrik AG Rem une 
: @ Metal handle and brass contact RoHS 
@ NP2C Plug 2 Solder | Metal Body i 7 he 46F8560 ae © Polyamide insert Sezer 
Contacts © Crimp strain relief Available 
: © Knurled handle provides a sure grip 
eNPARS Plug 2 polagr || MetallBody . ; - ae CHIAEEED) 6.56 Available with nickel and black plating. Cable clamp 
Contacts is heavy duty to provide superior strain relief. All 
- connectors according to EIA RS-453 / IEC 60603-11. 
@ NP3TB-B Plug 3 Solder Metal Body |N ick el] 90F2061 6.89 
Plated 
Contacts 
@ NP3C Plug 3 Solder Metal Body |Nickel| 46F8561 — - 
Plated No. of Body Contact Price Each 
Contacts Mfg. Part No. | Gender | Contacts | Termination | Material Plating Stock No. 1-9+ 
6.35 mm - Panel Mount 3.5 mm - Cable Mount, Black Metal Handle 
@ NJ3FP6C Jack 3 Solder | Metal Body} S i |! v e r| 46F8572 7.64 @ NYS 231B | Plug 3 Solder | Metal Body} Nickel ~— Plated) 99B1471 Dox 
Plated Contacts 
Contacts 3.5 mm - Cable Mount, Black Metal Handle, Gold Contacts 
PIM_9100 @ NYS231BG] Plug 3 Solder | Metal Body | Gold Plated | 41M3859 1.97 
Contacts 
RCA/ Phono Audio 3.5 mm - Cable Mount, Metal Handle, Gold Contacts 
5 @NYS231G | Plug 3 Solder | Metal Body | Gold Plated | 41M8337 2.67 
Body Contact Price Each Contacts 
Mfg. Part No. Material Plating Stock No. 1-94 3.5 mm - Cable Mount, Metal Handle, Large Cable Outlet 
Jack @NYS231L_| Plug 3 Solder | Metal Body [Nickel Plated] 13H6046] 1.08 
@ NJ3FC6 Metal Body Silver 89F6058 9.42 Contacts 
Plug 3.5 mm - Cable Mount, Metal Housing, Crimp Strain Relief 
@ NF2C-B/2 Metal Body Gold 51F1811 24.87 @ NYS231 Plug 3 Solder | Metal Body | Nickel Plated) 16C1405 1.93 
@ NP2C-BAG Metal Body Nickel 89F149 = Contacts 
@ NP3C-BAG Metal Body Nickel 89F150 = PIM_70156 
PIM_5511381 


1.800.463.9275 © newark.com 
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CONNECTORS & ACCESSORIES 
AUDIO/VIDEO CONNECTORS 


PHONO RCA PLUGS 


CONNECTORS BY | = J 


REAN a brand of NeutrikAG jem zine 


RoHS — 
Compliant 
Available 


Heavy-duty phono plugs. All metal, long handle. Cable diameter: NYS352 series, 0.28"; NYS373 series, 
0.117-0.238". 


Body Contact Price Each 
Mfg. Part No. Material Plating Stock No. 1-9+ 

Plug 

@ NYS 352G Metal Body Gold 27B4485 2.24 
@ NYS373-2 Metal Body Gold 83H0062 3.41 
@ NYS373-9 Metal Body Gold 83H0064 2.44 
@ NYS373-BLK Metal Body Gold 05J1925 3.41 
@ NYS373-Y Metal Body Gold 83H0063 2.44 
@ NYS352 Metal Body Nickel 66F9795 1.81 
@ NYS352-B Metal Body Nickel 97H7379 0.90 
PIM_70157 

MULTICOMP BRAND AUDIO PHONE PLUGS multicomp 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MULTICOMP BRAND AUDIO PHONE PLUGS (CONT.) 


No. of Body 
Mfg. Part No. | Gender | Contacts | Termination | Material 


6.35 mm - Cable Mount, 6.3 mm, Brass Body 
@ SPC15320 | Plug 3 Solder 


Price Each 
1-99+ 


Contact 


Plating Stock No. 


Metal Body | Nickel Plated | 79K4914 8.61 
Contacts 


6.35 mm - Cable Mount, 6.3mm, Red Connector 


@ SPC15139 | Plug 3 Solder | Metal Body | Nickel Plated | 79K4752 _ 
Contacts 


6.35 mm - Cable Mount, 6.3 mm, Red Connector 


@ SPC15225 | Plug 2 Solder Metal Body | Nickel Plated | 79K4824 _ 
Contacts 

PIM_28576 

MULTICOMP BRAND AUDIO PHONE Fats cz) 

JACKS nooo MUlticComp 


Fig. 1 XC 
Fig. 2 
1/4” DIA., PANEL-MOUNT 

Enclosed jacks feature silver contacts. 


No. of Body 
Mfg. Part No. | Gender | Contacts Termination Material 


Panel Mount, Fig. 3, Plastic Body, Tin Contacts 


Price Each 
1-99+ 


Stock No. 


@SPC24111 | Jack 3 Solder Plastic Body|T i nj 14N8174 2.28 
RoHS _ Plated 
Soper 1/4 “ - Panel Mount, Fig. 2, 1/4 Jack, Tin Contacts” 
@ SPC21395 | Jack 3 Solder a T i nj} 11M0590 eae, 
x Plated 
te 1/4 “ - Panel Mount, Fig. 3, Mono, 1/4 Jack, Tin Contacts” 
Mfg. Part No. SPC21391 plug features heavy-duty ground terminals and cable clamp. @ SPC21398 | Jack Through Hole Vertical | Plastic Body)T i nj 11M0593 _ 
5 d 
No. of Body Contact Price Each “. F , 7 
Mfg. Part No. | Gender | Contacts | Termination | Material Plating Stock No.|  1-99+ so Pae jean Fig. 3, Stee. ‘14 “eck Tin Contacts molt TUTE 
Jac rough Hole Vertical | Plastic Body ion = 
Cable Mount, 3.5 mm, Black Connector Plated 
@ SPC15333 | Plug | 2 Solder Brass Body aa 79K4925 4.47 1/4 *- Panel Mount, Fig. 4, 1/4 Jack” 
Cable Mount, 3 mm, Brass Body © SPC21403 |_Jack | 3 Solder ee HAMOSOE 1.89 
@sPci5229] Pug | 2 Solder | Brass Body | Nickel Plated] 79K4828] 0.72 6.35 mm - Panel Mount, Fig. 1, 6.35 mm, Nickel Contacts 
Contacts @SPC15181 | Jack 2 Solder Metal Body | Nickel] 79K4784 5.77 
Cable Mount, 6.35 mm, Cable Mount @ sPC15248 | Jack 3 Sold Metal Bod ae - 79K4845 
Jacl ‘older letal Body |Nicke 6.73 
@ SPC21357 | Plug ase _ 7 der dis 11M0552 ee Plated 
1/4 “ - Cable Mount, 6.35 mm, 1.4” Right Angle Plug : 6.35 mm - Panel Mount, Fig. 2, 6.35 mm, Tin Contacts 
@ SPC21391 | Plug 2 Solder Metal Body | Nicke' Plated | 11M0586 4.39 © SPC21303] Jack 3 Solder T 1 nl] 11m0588 oa 
Contacts Plated 
2.5 mm - Cable Mount, 2.5 mm, Black Connector : 6.35 mm - Panel Mount, Fig. 3, 6.35 mm, Tin Contacts 
@spcis24 | Pug | 2 Solder | Metal Body | Nickel Plated |UICRSS2 3) mo @sPC21396] Jack | 2 Solder Plastic Body]T i n| 11M0591] 278 
Contacts Plated 
4.5 mm - Cable Mount, 3.5 mm, Red Connector @spc2tze7} Jack | 3 Solder Plastic Body|T i n| 11M0592| 1.87 
@SPC15154 | Plug | 2 Solder Metal Body | Nicke Plated | 79K4762 0.32 Plated 
Contacts 6.35 mm - Panel Mount, Fig. 4, 6.35 mm, Plastic Body, Tin Contacts 
6.35 mm, 6.35 mm, RCA/ Phono Plug @sPc21402] Jack 2 | Through Hole Vertical] Plastic Body]T i n] 11M0597 1.87 
@ SPC21383 | Plug 2 - [Nickel Plated] 44M0578] 1.19 Plated 
. Contacts 6.35 mm - Panel Mount, Fig. 4, 6.35 mm, Tin Contacts 
@spc2i3e4 |) Plug | 2 = [Nickel Plated a OST) ieee @spc2ati2] Jack | 3 Solder Plastic Body]T in] 14N8172 = 
Contacts Plated 
6.35 mm - Cable Mount, 6.35 mm, Black Connector BRAGliRe 
@SPC15274 | Plug 2 Solder | Metal Body | Nickel Plated | 79K4871 = : 
Contacts 
@ SPC24113 | Plug 3 Solder 14N8173 ze MULTICOMP BRAND AUDIO RCA/PHONO PLUGS © 
6.35 mm - Cable Mount, 6.35 mm, Brass Body AND JACKS multicomp 
@ SPC15260 | Plug 2 Solder Metal Body | Nicke' Plated | 79K4857 eee aa 
Contacts Geptinoiat 
esi-28P | Plug 3 Solder | Metal Body | Nickel Plated | 110584 = Available 
Contacts 
6.35 mm - Cable Mount, 6.35 mm, RCA/ Phono Plug 
it Py 
@ SPC21385 | Plug 3 Solder - aaa ee sa : ‘ed | 11M0580 cee sicisase ere 
6.35 mm - Cable Mount, 6.35 mm, Red Connector SPC15392 
@SPC15171 | Plug 2 Screw Metal Body | Nickel Plated | 79K4775 ae Mfg. Part No. SPC15358 plug has finger grip and includes 0.062” fiber washer. Mates with mfg. part no. 
Contacts $PC15284 coaxial jack that has combination clamp and solder termination or mfg. part no. 340 jack that front 
6.35 mm - Cable Mount, 6.3 mm, Black Connector mounts into 0.25” diameter hole and includes nut, washer and solder lug. All feature cadmium-plated steel 
- 1 u - housing and nickel-plated contacts. 
@ SPC15352 | Plug 2 Solder Metal Body | Nickel Plated | 79K4942 3.88 ~ 
Contacts Body Contact | Price Each" 
@ SPC 15332 | Plug 3 Solder |MetalBody|Nickel  Plated| 79K4924| 5.29 Mfg. Part No. Material Plating Stock No. 1-249+ 
Contacts Jack 
@ SPC15284 Metal Body Nickel 79K4881 0.42 
> CONTINUED > > CONTINUED > 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


MULTICOMP BRAND AUDIO RCA/PHONO PLUGS AND JACKS (CONT.) 


Body | Contact Price Each 
Mfg. Part No. Material Plating Stock No. 1-249+ 
Jack, Front Mount 
@ SPC15392 Metal Body Nickel 79K4975 0.72 
Plug 
@ SPC15358 Metal Body Nickel 79K4947 4.68 
PIM_164467 
PHONE CONNECTORS mul ticomp 


a RoHS _ 
y A Compliant 
4 Available 


CONNECTORS & ACCESSORIES 


UDIO/VIDEO CONNECTORS 
PC BOARD AUDIO JACKS © 
multicomp 
A 
> 


¢ h a\ : Fig. 6 
Fig. 5 
, PC board mount audio jacks provide quality performance at an economical price. Schematic drawings are 
available; go online or call. 
Body Contact Price Each 
Mfg. Part No.| Gender} Termination Material Plating Stock No.|  1-99+ 
2.5 mm - PCB Mount, Fig. 4 
No. of Price Each @ SPC21358 | Jack | Through Hole | Plastic Body | Silver Plated Contacts | 11M0553 2.16 
Mfg. Part No. Gender Contacts Termination Stock No. 1-94 Right Angle 
6.35 mm - Cable Mount 3.5 mm, PCB Mount, Fig. 4, Horizontal Mount, Threaded 
@ SP102-1-F-Z Plug 2 Solder 19P1941 wz @ SPC21344 | Jack | Through Hole | Plastic Body | Silver Plated Contacts | 11M0539 D198, 
Right Angle 
@ SP101-1-F-Z Plu 3 Solder 19P1939 ae 7 
7 3.5 mm, PCB Mount, Fig. 5 
SE @ SPC21348 | Jack |Through —— Hole | Plastic Body | Silver Plated Contacts | 11M0543 0.80 
© SP102H-Z Plug Solder 19P1942 0.74 Right Angle i 
@ SP101H-Z Plug Solder 19P1940 0.33 3.5 mm - PCB Mount, Fig. 3, 6mm Threaded 
PIM_136338 @ SPC21338 | Jack | Through Hole | Plastic Body | Silver Plated Contacts | 11M0533 2.53 
Right Angle 
@ SPC21342 | Jack | Through Hole | Plastic Body | Silver Plated Contacts | 11M0537 = 
RCA/PHONO CONNECTORS @ Right Angle : 
multicomp 3.5 mm - PCB Mount, Fig. 3, Shuntless, 6mm Threaded 
RoHS @ SPC21341 jack | Through Hole | Plastic Body | Silver Plated Contacts | 11M0536 = 
Ose Right Angle 
oad 3.5 mm - PCB Mount, Fig. 4 
@ SPC21345 jack | Through Hole | Plastic Body | Silver Plated Contacts | 11M0540 1.37 
Right Angle 
SP116RC-PG : 
3.5 mm - PCB Mount, Fig. 5, Shuntless 
@ SPC21349 jack | Through Hole | Plastic Body | Silver Plated Contacts | 11M0544 0.42 
SJ214 Right Angle 
© 3.2mm pin diameter @ -PG suffix indicates gold plated pin 3.5 mm - PCB Mount, Fig. 6 
© Solder termination : ; 
@SPC21352 | Jack | Through Hole | Plastic Body | Silver Plated Contacts | 11M0547 0.47 
Body Price Each Right Angle 
Mfg. Part No. Material Stock No. 1-9+ PIM_32375 
Jack 
@sJ214 Metal Bod 19P1937 kL 
a a ee POWER PLUGS AND JACKS 1 2. 
@ SP116RC Metal Body 19P1944 as mu icomp 
@ SP116RC-PG Metal Body 19P1945 0.84 
PIM_136335 
MULTICOMP BRAND RCA PLUGS AND JACKS @ 
multicomp gn bo 
= SB fait HNGe? 11M0563 
ompliant 
Available ety ire 
& 2h 5 Available 
SPC21381 Sr 
(4 11M0567 
SPC21378 SPC21379 Schematic drawings are available; go online or call. 
Quality performance at an economical price. Current | Termination | Inner Outer | Barrel Price Each 
Body Contact Price Each Mfg. Part No. | Rating Type Diameter | Diameter | Length | Stock No. 1-99+ 
Mfg. Part No. Material Plating Stock No. 1-99+ Plug, Cable Mount, DC Power Plug 
Jack @ SPC21361 5A Solder 2.5mm 5.5mm | 9.5mm | 11M0556 3.84 
@ SPC21378 Metal Body | Tin 41M0573 ne 1.3 mm, Jack, Through Hole Mount, 1.65mm, Power Jack, PC Board 
Plug, 5mm Max Cable Dia @ SPC21372 300mA Solder aie aig 411M0567 0.20 
@ SPC21381 Metal Body | Tin 41M0576 am 2mm, Jack, Panel Mount, 2mm, Power Jack, Panel Mount 
Plug, 7mm Max Cable Dia @ SPC21368 5A Solder ie 6.4mm 11M0563 0.54 
@ SPC21382 Metal Body Tin 41M0577 = 2mm, Jack, Through Hole Mount, 2mm, Power Jack, PC Board 
PIM_32373 @ SPC21364 5A Solder a 6.4mm 11M0559 2.08 
2.5 mm, Jack, Panel Mount, 2.5mm, Power Jack, Panel Mount 
@ SPC21369 5A Solder sd 6.4mm 11M0564 1.51 
2.5 mm, Jack, Panel Mount, 2.5mm, Power Jack, Solder Type 
@ SPC21363 5A Solder aie 5.5mm ai 11M0558 4.07 
2.5 mm, Jack, Through Hole Mount, 2.5mm, Power Jack, PC Board 
@ SPC21365 5A Solder 6.3mm 11M0560 2.08 
PIM_32374 
1.800.463.9275 ¢ newark.com WAbories elementiu 385 


CONNECTORS & ACCESSORIES 
AUDIO/VIDEO CONNECTORS 


XLR CONNECTORS 


multicomp 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MULTICOMP BRAND STEREO XLR TYPE AUDIO CORD PLUGS AND 
RECEPTACLES (CONT.) 


No. of Price Each 
Mfg. Part No. Gender Contacts Termination StockNo. | 1-494 
Cable Mount 
4 @ SPC21446 Plug 3 Contacts Solder 11M0641 —_ 
@ SPC21419 Plug 5 Contacts Solder 11M0614 6.12 
cleus SVPSSGH-BK | Spe @sPc21421 Plug 5 Contacts Solder 71M0616 347 
SVP555A @ SPC21423 Jack 5 Contacts Solder 11M0618 7.60 
Panel Mount 
@ SPC21435 Jack 3 Contacts Solder 11M0630 5.06 
@ SPC21438 Jack 3 Contacts Solder 11M0633 5.31 
SVP555S-BK-5P @ SPC24106 Jack 3 Contacts Solder 14N8166 _ 
No. of Price Each @ SPC21436 Jack 5 Contacts Solder 11M0631 8.28 
Mfg. Part No. Gender Contacts Termination Stock No. 1-9+ PIM_28575 
Cable Mount, Black Housing 
@ SVP555S-BK-4P Plug 4 Contacts Solder 19P1959 1.53 DIN PLUGS AND RECEPTACLES Swiltcheraff’ 
@ SVP555S-BK-5P Plug 5 Contacts Solder 19P1960 2.84 conx ALG’ 
Cable Mount, Left Hand Thread HARSH ENVIROMENT CONMECTIVITY SOLUTIONS 
@ SVP555H Plug 3 Contacts Solder 19P1955 1.52 Ja 
@ SVP556H jack 3 Contacts Solder 19P1967 0.62 
@ SVP555H-4P Plug 4 Contacts Solder 19P1957 ae 
@ SVP556H-4P jack 4 Contacts Solder 19P1969 0.69 4 5BL8MX 
@ SVP555H-5P Plug 5 Contacts Solder 19P1958 0.59 12GM6MX e2GBarX 
@ SVP556H-5P jack 5 Contacts Solder 19P1970 0.80 DIN CONNECTOR MATING CHART 
Cable Mount, Left Hand Thread, Black Housing 3] 3)2/3)2)2)3/2/2 5} 3\3% EH 
@ SVP555H-BK Plug 3 Contacts Solder 19P1956 = remac|2/2/2/8/2/8/2)8)/2/8/8/8 
@ SVP556H-BK jack 3 Contacts Solder 19P1968 0.64 ert | 5 oo 
Cable Mount, Miniature, 3mm OD STHAGE D : : 
@ SVP555-TA Plug 3 Contacts Solder 19P1947 0.79 S7PCSF : > . 
@ SVP556-TA ack 3 Contacts Solder 19P 1962 0.79 Sana ae Diy ig. 
@ SVP555-TA-4P Plug 4 Contacts Solder 19P1948 0.82 Seer sj jets ig. Geeinp ae 
@ SVP556-TA-4P jack 4 Contacts Solder 19P1966 0.88 SIRCSF. L a eti/ze Available 
Cable Mount, Miniature, 5mm OD Designed for audio circuitry, test equipment, instruments, computers, cameras, control devices, other low-level 
@ SVP556-TA-L lack 3 Contacts Solder 19P1964 0.79 circuits. Molded phenolic insert with tin-plated socket/pin contacts. Meet DIN specifications; see DIN connector 
mating chart above. 
Cable Mount, Nickel Housing es cal ae SRE 
SSN ESDOSAE 7 Plug # Conlatls oon fSeA9e) die Mfg. PartNo. | Gender Contacts Materral Plating StockNo. | 1-94 
Panel Mount, Chassis Mount 
@ SVP555A Plug 3 Contacts Solder 19P1951 = Esbip Moun 5 
© SVP561 Tack 3 Contacts Solder fOpAa7z AIS @ 13EL5FX Jack 5Contacts | Metal Body in Plated Contacts | 89K7650 = 
= @ 05CL3MX Plug 3Contacts | Metal Body in Plated Contacts | 89K7638 11.99 
iS eEas i a _ LORDS wu @05BL3Mx | Plug | 3Contacts | Metal Body | Tin Plated Contacts | 89K7637 | 5.98 
esa es a Contacts Solus fapier4 Sif @0scM3Mx | Plug | SContacts | MetalBody | Tin Plated Contacts | 21me696 | 7.07 
= atvel Monit essis aunt Blac Houslng @o9cL4mx | Plug | 4Contacts | Metal Body | Tin Plated Contacts | 89K7642 | 7.14 
See Le = ighIg82 se @09GM4vx | Plug | 4Contacts | Metal Body | Tin Plated Contacts | 23M4503 | 
Panel Mount, Chassis Mount, Nickel Housing © 05DL5MX Plug SContacts | Metal Body | Tin Plated Contacts | 83K9556 eA 
SSveseiN — une = ontacls bolder Harte 287) @ 05CL5MX Plug 5Contacts | Metal Body in Plated Contacts | 89K7639 11.24 
eane oun Ministre @12ciswx | Plug | SContacts | Metal Body | Tin Plated Contacts | 89K7649 | 44.75 
~ = can ~ ; = ~ ; = = a a @oscmsMx | Plug | SContacts | Metal Body | TinPlated Contacts | 89K7640 | 9.01 
7 @ 12GM5MX Plug 5Contacts | Metal Body | Tin Plated Contacts | 89K2078 4 
aeicedh @ 12BL5Mx Plug | SContacts | Metal Body | Tin Plated Contacts | @9K7648 | 5.49 
@ OGAL5FX Plug 5Contacts | Metal Body in Plated Contacts | 89K7641 = 
MULTICOMP BRAND STEREO XLR TYPE AUDIO 2) © 05BL5MX Plug | SContacts | Metal Body | Tin Plated Contacts | 80K6423 | 9.94 
CORD PLUGS AND RECEPTACLES multicomp @12BL6Mx | Plug | @Contacts | Metal Body | Tin Plated Contacts | 80Ke419 | 
@ 12GM6MX Plug 6Contacts | Metal Body in Plated Contacts | 97M3724 7.63 
@ 15BL8MX Plug 8Contacts | Metal Body in Plated Contacts | 10N1524 id 
Panel Mount 
@ 57HB3FX jack 3Contacts | Metal Body | Tin Plated Contacts | 89K7667 6.74 
@ 57GB3FX jack 3Contacts | Metal Body in Plated Contacts | 89K7665 4.63 
SPC24108 SPC24117 = , 
SPC21418 SPC21421 @ GOHA4FX jack 4Contacts | Metal Body in Plated Contacts | 89K7670 6.50 
Geptinaian @ 6G0GB4FX jack 4Contacts | Metal Body | Tin Plated Contacts | 89K7669 _ 
Available "© 57GBSFX ack | SContacts | Metal Body | Tin Plated Contacts | 89K7666 | 4.19 
@ 57HB5FX jack 5Contacts | Metal Body in Plated Contacts | 89K7668 es 
@ 61GB5FX jack 5Contacts | Metal Body in Plated Contacts | 89K7671 = 
@ 6G1HA5SFX Plug 5Contacts | Metal Body | Tin Plated Contacts | 89K7672 5.75 
‘ PCB Mount 
a pie er seat iesipteieas - © 57PC5F ack | SContacts | Metal Body | Tin Plated Contacts | 44F7434 | 4.14 
ngs Standard treo XLR bp audio cod plugs arenas aaa fo vat of pplcatons, “g NCFX | Jk | Solan | Meta Boy | Tn Petes Conaos | eBKTH7S| 57 
housing with silver- or gold-plated contacts. @ 62PC8F jack | 8Contacts | Metal Body | Tin Plated Contacts | 14R8575 5.41 
No. of Price Each PIM_8936 
Mfg. Part No. Gender Contacts Termination StockNo. | 1-49* 
Cable Mount 
@ SPC21418 Plug 3 Contacts Solder 11M0613 4.94 
@ SPC21420 Plug 3 Contacts Solder 11M0615 3.03 
@ SPC21422 Jack 3 Contacts Solder 11M0617 5.76 
@ SPC21424 Jack 3 Contacts Solder 11M0619 4.99 
> CONTINUED > 
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Q-G® QUICK GROUND AUDIO 


CONNECTORS 


RoHS — 
Compliant 
Available 


Switchcraft 
GONXALL’ 


HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 


CONNECTORS & ACCESSORIES 
AUDIO/VIDEO CONNECTORS 


Q-G® QUICK GROUND MALE RECEPTACLES (CONT.) 
B series can be keyed to ODO shaped panel hole, or $3519 mounting adapter can be used for non-turning 
mounting. C series flange has three 0.140” (3.57 mm) diameter holes for #5-40 mounting screws (not supplied). 
D series rectangular flange permits close spacing on crowded panels, has two 0.136” (3.45mm) diameter 


countersunk holes for #5-40 flat head mounting screws (not supplied). 
No. of Price Each 
Mfg. Part No. Gender Contacts Termination Stock No. 1-9+ 
Panel Mount, B Series 
@B3M Plug 3 Contacts Solder 27F062 15.63 
Used in variety of applications, including microphones, test equipment, instrumentation and computers. 3-pole seu - Plug ecoets Solder ZTEOGS Heise 
connectors rated 15A; 4-pole 10A; 5-pole 7.5A. Wire sizes: 12 AWG solid, 14 AWG stranded (3-contact), 14 Panel Mount, C Series 
AWG solid, 16 AWG stranded (4-contact), 16 AWG solid, 18 AWG stranded (5-contact). @C3M Plug 3 Contacts Solder 27F060 7.36 
No. of Price Each @C4M Plug 4 Contacts Solder 27F064 11.45 
Mfg. Part No. Gender Contacts Termination Stock No. 1-9+ @C5M Plug 5 Contacts Solder 39F2280 15.68 
Cable Mount Panel Mount, D Series 
@ AAA3FPZ jack 3 Contacts Solder 14R8562 -— @D3M Plug 3 Contacts Solder 27F072 - 
@ AAA3FZ lack 3 Contacts Solder 14R8563 4.02 @D4M Plug 4 Contacts Solder 22F1031 9.09 
@ AAA3MPZ Plug 3 Contacts Solder 14R8564 B38 @ D5M Plug 5 Contacts Solder 39F2283 15.87 
@ AAA3MZ Plug 3 Contacts Solder 14R8565 Soli PIM_9027 
@ A3MB Plug 3 Contacts Solder 22F1061 3.91 
@ A3FBX jack 3 Contacts Solder 23M4605 AL oy? TINI Q-G® QUICK GROUND he MADE Rots ee Swiltcherafk’ 
wae as a sul ZIERS 530 __ AUDIO CONNECTORS a NSA Seo eie CONXALL’ 
@A3M Plug 3 Contacts Solder 27F068 4.38 JARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 
@ A4F jack 4 Contacts Solder 27F067 12.45 P 
@A4M Plug 4 Contacts Solder 27F069 9.19 
@ ASF lack 5 Contacts Solder 39F2274 20.04 7 \ 
@ ASM Plug 5 Contacts Solder 39F2275 15.93 ‘ 
@ AGM Plug 6 Contacts Solder 94F1639 18.06 
@ AGF Jack 6 Contacts Solder 94F341 16.72 
Panel Mount Straight Cable Jacks Straight Cable Plugs Panel Mount Jacks Panel Mount Plugs 
Ora Pig [3Conaas [Seder [soetet@ [5.99 11045) res are 046 (189) ameter, font panel mounts 0422 (1072) ameter ol. TF are O13 
@ AA3F jack 3 Contacts Solder 50F1619 5.36 (10.49) diameter, front panel mounts in 0.562” (14.27) diameter hole. 
PIM_9025 No. of Price Each 
Mfg. Part No. Gender Contacts Termination Stock No. 1-9+ 
Q-G® QUICK GROUND FEMALE RECEPTACLES SwielheraFk = £20! Mount 
conx ‘ALL @ TA3FLX jack 3 Contacts Solder 83K0462 11.56 
HAGSUIENV IR NENT GouNESTVIFY sOtlniONs @ TA3FX jack 3 Contacts Solder 89K7623 10.20 
CDIO Getinpian @ TA3MX Plug 3 Contacts Solder 89K7625 | 10.52 
Available @ TA4ELX Jack 4 Contacts Solder 84K0729 14.34 
f @ TA4FX jack 4 Contacts Solder 89K7626 12.82 
@ TA4MX Plug 4 Contacts Solder 89K7627 10.89 
@ TASMLX Plug 5 Contacts Solder 14R8569 8.77 
Gezaes asics suis @ TASFLX Jack 5 Contacts Solder 89K7628 13.60 
B series can be keyed to ODO shaped panel hole, or $3519 mounting adapter can be used for non-turning Lalla bss pCOniece aoe el Sits) ISH6 
mounting. C series flange has three 0.140” (3.57 mm) diameter holes for #5-40 mounting screws (not supplied). @ TASMX Plug 5 Contacts Solder 89K7630 2.64 
D series rectangular flange permits close spacing on crowded panels, has two 0.136" (3.45mm) diameter Panel Mount 
Sollee gua tie lon) rong ae nga grec ieee rong eg TLS” Pug__[ Sonass[ Soe weriaat_ [933 
D3FBX which has a black finish). @ TY3F jack 3 Contacts Solder 38F1229 13.31 
No. of Price Each @ TA3MLX Plug 3 Contacts Solder 89K7624 9.77 
Mfg. Part No. Gender Contacts Termination Stock No. 1-94 @ TB4M Plug 4 Contacts Solder 38F1228 11.93 
Panel Mount, C Series @ TB5M Plug 5 Contacts Solder 70B4661 13.03 
© C3F jack 3 Contacts Solder 27F059 14.68 PCB Mount 
© CAF ack 4 Contacts Solder 27F063 4432 @ TRA3M Jack [| 3Contacts [| ThroughHole Vertical [  96F9603 951 
@ C5F jack 5 Contacts Solder 39F2281 30.04 PIM_9031 
Panel Mount, D Series 
© D3F ack 3 Contacts Solder 27F070 4.92 0.25” (6.35) HI-D JAX® ENCLOSED PHONE JACKS Swyikelherafk’ 
@ D3FBX jack 3 Contacts Solder 46M3189 10.50 xs _— CONXALL’ 
@ D4F lack 4 Contacts Solder 27F071 14.46 Z = ae EST EN RONMENT SEIS SPLITS 
@ DSF jack 5 Contacts Solder 39F2282 23.09 Gee singin 
@ D6F jack 6 Contacts Solder 94F1642 26.47 Available 
Panel Mount, E Series Pe MADE 
@ E3FSC jack 3 Contacts Solder 14R8566 = ™mUsa 
PIM. 9028 Solder Lug 
- Solder lug terminals for panel/chassis mounting. Unitized molded housing. Threaded metal bushing mount 
through 0.375” diameter hole on 0.625" centers for panels up to 0.156” thick. Mfg. part ‘Nos. with ‘N prefix 
— © 
Q-G® QUICK GROUND MALE RECEPTACLES Switchcraft ie bushings for insulated mounting. Mfg. part nos. with M prefix mate with phone 
CONXALL’ ; 
HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS No. of Body Contact Price Each 
Gee eimpian Mfg. Part No. | Gender | Contacts | Termination} Material Plating Stock No. 1-9+ 
Available 1/4 “ - PCB Mount, Double Open Circuit 
@ RN-112BPC | Jack 3 Solder | Plastic Body | Silver Plated | 57F3288 4.06 
Contacts 
6.35 mm - Panel Mount, Double Closed Circuit 
@ 114BX jack 5 Solder 89K7647 4.04 
6.35 mm - Panel Mount, Double Open Circuit 
@ 112BX jack 3 Solder 89K7645 3.10 
B Series 
D Series Geelies 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


” = 
0.25” (6.35) HI-D JAX® ENCLOSED PHONE JACKS (CONT.) MICRO-D JAX® SUBMINIATURE Shape Switcheraft 
No. of Body Contact Price Each PHONE JACKS Wm USA CONXALL’ 
Mfg. Part No. | Gender | Contacts | Termination | Material Plating StockNo.| — 1-9+ ea ie SH aalie 
6.35 mm - Panel Mount, Insulated Bushing Gop tinaian 
@ N111X Jack 2 Solder | Plastic Body 89K7612 3.10 eee 
@ N112BX jack 3 Solder Plastic Body 89K7614 3.83 
6.35 mm - Panel Mount, Insulated Bushing, Ring Shunt 
@ N114BX Jack | 3 Solder _| Plastic Body i 89K7616 447 
6.35 mm - Panel Mount, Insulated Bushing, Tip Shunt Terminal 
@ N112AX jack 3 Solder | Plastic Body 89K7613 3.62 
@ N113BX jack 3 Solder | Plastic Body 89K7615 3.06 
6.35 mm - Panel Mount, Metal Bushing, 0.21" I.D. Sleeve MDPC-2A-RA MDSL-2A 
emsti26x | Jack | 3 Solder _| Metal Body 89K7611 | 3.09 Fully enclosed, shunted 2-conductor jacks 0.313W x 0.344H x 0.500°D. MDSL-2A has #10-48 threaded 
6.35 mm - Panel Mount, Metal Bushing, 0.25" I.D. Sleeve bushing, mounting washer, locknut. Mount 0.315” or 0.350” centers. MDPC-2A-RA has right angle PC terminals, 
emii2ex | Jack [ 3 Solder _| Metal Body 10M6113 =e 0.345" above board clearance. 
6.35 mm - Panel Mount, Open Circuit No. of Body Price Each 
@ 111X ack 2 Solder 89K7643 2.99 Mfg. PartNo. | Gender | Contacts Termination Material | Stock No. 1-9+ 
6.35 mm - Panel Mount, Single Closed Circuit O01-PanelMount 
@ 113BX Jack 3 Solder a . 89K7646 258 @ MDSL-2A Jack 2 Solder Plastic Body | 81F491 2.55 
6.35 mm - Panel Mount, Single Closed Circuit, Tip Shunt Terminal 0.101 * - PCB Mount 
@ 112AX jack | 3 Solder 89K7644 3.03 @ MDPC-2A-RA | _ Jack 2 Through Hole Right Angle | Plastic Body | 81F492 4.24 
6.35 mm - PCB Mount, Single Open Circuit @ MDPC-2A Jack 2 Through Hole Vertical | Plastic Body | 81F490 2.77 
@RN-111PC | Jack 2 Solder | Plastic Body | Gold Plated | 57F3286 1.63 PIM_8940 
Contacts 
PIN? RF PHONO PLUGS AND JACK Switcherafk 
CONXALL’ 
MICRO-JAX® SUBMINIATURE PHONE JACK Switchcraft ke 
CONXALL’ ¢ Ge timaian 
HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS g Available 
RoHS Fe ADE 
Geetinoian Wa Sa 
Available 
3507 
ag 3502ABAU 


Mfg. part no. 3507 2-conductor RF phono plug has nickel-plated brass body and screw-on handle. 3505F 
2-conductor phono jack mounts panels up to 0.172” (4.37) thick. 3502 plug has a larger cable clamp providing 


Silver-plated, tempered nickel silver springs. Internally keyed nylon insulation springs and solder lugs to increased strain relief for larger cable. Longer cable clamp for easier plug assembly. Knurled handle provides 
eliminate shorts. Fits 0.190” diameter hole in panels up to 0.093” thick. increased gripping surface for tightening and withdrawal of plug. 
No. of Body Contact Price Each Body Contact Price Each 
Mfg. Part No. | Gender | Contacts | Termination| Material Plating Stock No. 1-9+ Mfg. Part No. Material Plating Stock No. 1-9+ 
0.101 “ - Panel Mount Jack, Nickel Plated 
@ TR2A Jack 2 Solder | Metal Body | Silver Plated | 39F578 477 @ 3505FX Zinc Alloy Body Nickel 191155 2.75 
Contacts Plug, Black Chrome Plated 
PIM_8953 @ 3502ABAU Zinc Alloy Body Gold 83F9081 3.06 
Plug, Nickel Plated 
PC BOARD MINIATURE 0.137” (3.5) JACKS Swiltcherafk ©3502” Zine Alloy Body Gold 539080 ai 
CONXALL’ @ 3507 Zinc Alloy Body Nickel 26F718 415 
HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS Bioaa7 
Pee MADE = 
Wa uUsA 
— ° 
Seen 2-CONDUCTOR PHONO JACKS AND PLUGS Switchcraft 
Available CONXALL’ 
Paat MADE 
Wasa 


35RAPC4BHN2 35RAPC2BV4 


Mono 2 and stereo 3 conductor jacks for IEC or JIS standard 3.5mm plugs. Mount in 0.062” (1.57) thick PC 
boards. Vertical jacks are 0.492” (12.5) high max., 0.314” (8.0) centers and mount on 0.334” (8.5) centers. 
Horizontal jacks are 0.244" (6.2) high max. and mount on 0.480" (12.2) centers. Threaded bushing except 
35RAPC4BHN2 non-threaded. Mfg. part no. 35RAPC7JS minature 1.37” (3.5) 3-conductor, dual stereo phone 
jack in a single vertical-mount footprint. Mates with 1.37” (3.5) finger plugs. Board retention pins accommodate 
PC board 0.050-0.080" (1.27-2.03) thick. Single screw panel mounting hole. Available with EMI/RFI 0.016” (0.41) 
pre-tinned brass shield. Polymer housing rated UL94V-0. Shunt, tip and ring terminals are 0.016” (0.4) silver- 
plated brass. Dielectric withstanding voltage: 500VAC. 0.592” (15.04) wide x 1.05” (26.67) high x 0.54” (13.72). 


No. of Body Contact Price Each 
Mfg. PartNo. | Gender | Contacts Material Plating Stock No. 1-9+ 

3.5 mm - PCB Mount, Horizontal Mount, Stereo, Non-threaded Bushing 

@ 35RAPC4BHN2 | Jack 3 | Plastic Body | Silver Plated Contacts 

3.5 mm - PCB Mount, Horizontal Mount, Stereo, Threaded Bushing 

@ 35RAPC4BH3 | Jack 3 | Plastic Body | Silver Plated Contacts 

3.5 mm - PCB Mount, Vertical Mount, Mono, Threaded Bushing 

@ 35RAPC2AV Jack 2 Plastic Body | Silver Plated Contacts | 96F9606 1.64 

3.5 mm - PCB Mount, Vertical Mount, Stereo, Threaded Bushing 

@ 35RAPC2BV4 Jack 3 Plastic Body | Silver Plated Contacts | 27B9344 2.57 

@ 35RAPC4BV4 Jack 3 Plastic Body | Tin Plated Contacts | 96F9609 2.59 


PIM_9004 


96F9607 0.69 


96F9608 2.81 


388 


© RoHS — 
Compliant 
Available 


3501FPX 
3502 
35581X 
Body Price Each 

Mfg. Part No. Material Stock No. 1-9+ 
Jack, Cable Mount, Shielded RCA 
@ 3503X Metal Body 03M4296 3.54 
Jack, Front Panel Mount 
@ 3501FPX Metal Body 89K7656 2.40 
Jack, Rear Panel Mount 
@ 3501FRX Metal Body 89K7657 1.62 
Plug, Cable Mount, Shielded RCA 
@ 3502 Metal Body 39F2159 2.93 
Plug, Cable Mount, Shielded RCA, Long handle & cable clamp 
@ 3502A Metal Body 96F9615 2.93 
Plug, Cable Mount, Shielded RCA, Red plastic handle 
@ 35581X Plastic Body 10N6263 1.80 


PIM_8946 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CONNECTORS & ACCESSORIES 


AUDIO/VIDEO CONNECTORS 
RIGHT-ANGLE PHONO (RCA) PLUGS Switcherafk _ L!TTEL-JAX@ PHONE JACKS (conT,) 
CONXALL No. of Body Contact Price Each 
speege er eee erg ge Mfg. Part No. | Gender | Contacts | Termination| Material Plating Stock No. 1-9+ 
Gesinpia 1/4“ - Panel Mount, Stereo, Tip is Shunt 
Avatlable @ 138 Jack 3 Solder Metal Body] Nickel Plated] 39F668 8.55 
A MADE Contacts 
Mamusa PIM_8950 
TINI-JAX® MINIATURE PHONE JACKS Switehecrafl’ 


These plugs feature an easy-to-assemble 3-piece construction: a handle, insulator, and plug assembly. Solid- 
pin design and large solder terminals make termination fast and easy. The reduced profile makes them perfect 
for use behind equipment where space is at a premium. Knurl on back of handle provides ergonomic gripping 
surface to tighten plug. Used in such markets as audio, broadcast studios, audio cable assembly manufacturers, 
instrumentation and test equipment. 


Harsh Environment Connectivity Solutions 
AHEICO Company 


RoHS 
Compliant 
Available 


Body Contact Price Each 4 
Mfg. Part No. Material Plating Stock No. 1-9+ Miniature two-conductor phone jacks are 1/3 the size of “Littel-Jax” jacks, but similar in construction. Mount in 
Plug, Black Chrome Plated 0.25” diameter hole in panels up to 0.125” thick. Mate with mfg. part no. 750 0.141” diameter tip plug; order 
@ 3502RABAU Zinc Alloy Body Gold 16C1889 14.44 separately. 
Plug, Nickel Plated No. of Body Price Each 
@ 3502RAAU Zinc Alloy Body Gold 1601888 B52 Mfg. Part No. Gender Contacts Termination Material Stock No. 1-9+ 
ReneS 0.141 “ - Panel Mount, Open Circuit 
Z @41 Jack 2 Solder Metal Body 39F744 2.73 
nis _ - 0.141 “ - Panel Mount, Shunt (Closed Circuit) 
ie PHONE Sal MADE Feptimoiat Switcherafk e42 Jack 2 Solder Metal Body | 39F745 4.419 
® 
"Masa aa a _... ONXALL 0.141 “ - Panel Mount, Special Transfer Circuit 
@43A Jack 2 Solder Metal Body 39F689 -— 
PIM_8951 
SPRING-LOADED PHONE JACK COVERS Switcheraft’ 
_ CONXALL 
ae HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 
MAGN 128, C12BX 12A RoHS 
Feature notched insulating washers that mechanically interlock springs and solder lugs. “V" bend in tip spring compliant 
firmly holds mating phone plug. Mount in single 0.375” hole in panels up to 0.156” thick, except mfg. part no. = 
L-11 in panels up to 0.25” thick. C11X and C12BX have locating pin (non-turn device). fenton 
No. of Body Contact Price Each 
Mfg. Part No. | Gender | Contacts | Termination | Material Plating Stock No. 1-9+ 
1/4 “ - Panel Mount, MIL Number M641/12-1 
@ C12AX jack 2 Solder Metal Body | Silver Plated | 42M9955 4.98 
Sontacts Seal jack openings when phone plug removed. Protect against dust, moisture. For 3/8-32 threaded bushing 
1/4 “ - Panel Mount, MIL number M641/5-1 phone jacks. Color: mfg. part no. 515 = black; 512 = bright nickel. 
@C12BxX jack 3 Solder Metal Body | Nickel Plated | 26M8489 6.39 For Use Pricaicach 
nee Mfg. Part No Type With Stock No. [1-9 
1/4“- Panel Mount, MIL Number M641/6-1 2 
@CHIX ack | 2 Solder | Metal Body] Nickel Plated | 33M7158 Steel Body, Black 
OT Contacts Be © 515X Phone Jack Cover | 3/6-32 Threaded Bushing Phone Jack | 89K7664 | 15.34 
1/4 “- Panel Mount, Mono, Isolated Break Circuit Steel Body, Bright Nickel 
@ 13E ack 2 Solder — | Metal Body | Nickel Plated| 39F699 6.69 @512 Phone Jack Cover | 3/8-32 Threaded Bushing Phone Jack | 70B640 8.87 
Contacts PIM_8943 
1/4 “ - Panel Mount, Mono, Open Circuit 
@11 jack 2 Solder Metal Body | Nickel Plated} 39F782 y - 
See cohices ce LITTEL-PLUG® PHONE PLUGS Switcherafk 
1/4“ - Panel Mount, Mono, Open Circuit, 0.375” long bushing an Even oop HEICG Company 
@L-11 jack 2 Solder Metal Body | Nickel Plated] 39F653 3.60 GR ik 
Contacts fvallabie 
1/4 “ - Panel Mount, Mono, Single Closed Circuit he MADE 
@12A jack 2 Solder | Metal Body | Nickel Plated} 39F783 2.78 We USA 
Contacts nf 
1/4 “ - Panel Mount, Mono, Single Open, Isolated Make Circuit 
@13 jack 2 Solder | Metal Body | Nickel Plated | 39F655 en 2- and 3-conductor plugs with, screw or solder terminals. Molded plastic or shielded nickel-plated brass handle. 
Contacts Fit standard 0.25” (6.35) ID phone jacks. 
1/4 “ - Panel Mount, Mono, Tip is Shunt, 0.375” long bushing No. of Body Contact Price Each 
L-12A jack 2 Solder | Metal Body | Nicke' Plated | 39F654 4.37 Mfg. Part No. | Gender | Contacts | Termination| Material Plating Stock No. 1-9+ 
Contacts 6.35 mm - Cable Mount 
1/4 “ - Panel Mount, Stereo, Double Closed Circuit @ 240 Plug 2 Screw | Plastic Body | Nickel Plated] 39F760 = 
@ 148 jack 3 Solder Metal Body | Nickel Plated} 39F577 9.17 Contacts 
Contacts @ 280 Plug 2 Solder Metal Body | Nickel Plated} 39F764 6.70 
1/4“ - Panel Mount, Stereo, Double Open Circuit Contacts 
@ 128 jack 3 Solder | Metal Body | Nickel Plated | 39F665 2.78 @ 250 Plug 2 Solder | Plastic Body | Nickel Plated) 39F763 4.29 
Contacts Contacts 
1/4“ - Panel Mount, Stereo, Double Open Circuit, 0.375” Long Bushing @ 290 Plug 3 Screw | Metal Body | Nickel Plated) 39F766 7.90 
@ 1-128 jack 3 Solder | Metal Body| Nickel Plated] 39F576 4.54 Contacts 
Contacts @ 260 Plug 3 Screw Plastic Body | Nickel Plated] 39F675 = 
1/4“ - Panel Mount, Stereo, Polarized, 0.210” ID : Contacts 
@S-12B lack 3 Solder Metal Body | Nicke Plated] 39F666 5.91 @297 Plug 3 Solder Metal Body = Plated} 39F767 7.79 
Contacts Ontecis 
@ 267 Plug 3 Solder Plastic Body | Nickel Plated] 39F771 7.87 
Contacts 
>CONTINUED> —Pim.ssse 
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CONNECTORS & ACCESSORIES 


AUDIO/VIDEO CONNECTORS 
Speaker / Loudspeaker Audio 
No. of Price Each 
Mfg. Part No. Gender Contacts Termination Stock No. 1-9+ 
Cable Mount 
@ 299 Plug 2 Contacts Solder 83F9089 8.43 
PIM_5511383 
0.25” (6.35) COMMERCIAL PHONE PLUGS Swilcherafk’ 
= 


HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 


‘oH, 
Geptinaian 
===) -) |—} Available 
ae MADE 


170 alsa 


2-conductor plug has screw terminals; 3-conductors plug have ae terminals. Fit standard jacks. Shielded 
nickel-plated brass handle. 


Price Each 
Stock No. 1-9+ 


No. of Body 
Mfg. Part No. | Gender | Contacts | Termination | Material 


6.35 mm - Cable Mount 


Contact 
Plating 


@170 Plug 2 Solder Metal Body | Nickel Plated | 22F275 13.52 
Contacts 
@ 190 Plug 3 Solder | Metal Body | Nickel Plated | 22F1034 = 
Contacts 
PIM_8957 
Speaker / Loudspeaker Audio 
No. of Price Each 
Mfg. Part No. Gender Contacts Termination Stock No. 1-9+ 
Cable Mount 
@ 188 Plug 2 Contacts | Solder 83F9090 6.78 
PIM_5511384. 
TINI-PLUG® MINIATURE PHONE PLUGS Swilcherafk’ 
CONXALL’ 


HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 


RoHS _ 
Compliant 
Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


3.5mm HEAVY-DUTY STEREO PLUGS Switchcraft’ 


CONXALL’ 


HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 


RoHS — 
Compliant 
Available 


Stereo plugs feature one-piece tip rod and large solder terminal for easy solderability. Heavy-duty cable clamp 
provides better strain relief for larger cables. Larger design allows for easier plug assembly and more room for 
solder connections. Large handle with knurled back provides ergonomic gripping surface. Tubular insulator 
prevents solder joints from contacting handle. Meet Military standards MIL-STD-202F, Method 107G (thermal 
shock), and Method 201 (vibration). 


No. of Body Contact 
Mfg. Part No. | Gender | Contacts | Termination | Material Plating 


3.5 mm - Cable Mount, Stereo, black handle, 0.290” cable diameter 


Price Each 
Stock No. 1-9+ 


@ 35HDBAU | Plug 3 Solder | Metal Body | Gold Plated | 83F9088 10.99 
Contacts 

@ 35HDBN Plug 3 Solder Metal Body | Tin Plated | 83F9087 6.63 
Contacts 

3.5 mm - Cable Mount, Stereo, nickel handle, 0.290” cable diameter 


@ 35HDNAU | Plug 3 Solder | Metal Body | Gold Plated | 83F9086 TSS) 
Contacts 
@ 35HDNN Plug 3 Solder Metal Body | Tin Plated | 83F9085 8.73 
Contacts 
PIM_35774 
SPACE-SAVING 0.25” (6.35) PHONE PLUGS Switcheraft’ 
CONXALL’ 


HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 


RoHS — 
Compliant 
Available 


228, 238 


2- and 3-conductor 0.25” (6.35) diameter phone plugs with right-angle or flat handle for applications where 
conventional plugs would protrude. Solder lug terminals. Available molded black plastic or shielded nickel-plated 
steel flat handle or screw-on nickel-plated brass knurled right-angle handle. Order mating jacks separately. 


No. of Body Contact Price Each 
2-conductor 0.141” (3.58) diameter units have solder terminals. Molded plastic or shielded nickel-plated brass Mfg. Part No. | Gender | Contacts | Termination | Material Plating Stock No. 1-9+ 
handle. 1.609” (40.87)L. Cable O.D.: 0.218" (5.54). Mate with Tini-Jax® jacks; order jacks separa’ ely. 0.206 “ - Cable Mount, Plastic Handle 

No. of Body Contact Price Each @ $230 Plug 3 Screw | Plastic Body] Nickel Plated] 98F7746 | 13.56 
Mfg. Part No. | Gender | Contacts | Termination | Material Plating Stock No. 1-9+ Contacts 
Cable Mount, Plastic Handle, Black 6.35 mm - Cable Mount, Metal Handle 
@ 750 Plug 2 Solder Brass Body | Tin Plated | 39F746 477 @ 226 Plug 2 Solder Metal Body | Nickel Plated | 93F7717 7.39 
Contacts Contacts 
0.141 “ - Cable Mount, Metal Shielded Handle @ 236 Plug 3 Solder Metal Body | Nickel Plated | 93F7718 8.14 
@ 780 Plug 2 Solder | Metal Body|Nickel = Plated] 39F748 6.54 Contacts 
Contacts 6.35 mm - Cable Mount, Metal Shielded Handle 
3.58 mm - Cable Mount, Plastic Handle, Red @ 238X Plug 3 Screw | Plastic Body| Nickel Plated | 03M4293 ay 
@ 755 Plug 2 Solder | Metal Body|Nickel Plated] 39F747 3.26 Contacts 
Contacts 6.35 mm - Cable Mount, Plastic Handle 
PIM_8958 @ 227 Plug 2 Solder | Plastic Body| Nickel Plated | 22F1042 =D 
Contacts 
_ 2 6.35 mm - Cable Mount, Plastic Shielded Handle 
MICRO-PLUG® SUBMINIATURE PHONE PLUGS Swiltcheraft @ 228 Plug 2 Solder | Plastic Body] Nickel Plated] 22F1043 7.68 
CONXALL’ Contacts 
RoHS PIM_8960 
Gee eimoian 
Available 
Sa ace  EXTENSION-JAX® PHONE JACKS Swilcheraft’ 
Misa CONXALL’ 


2-conductor units fit cable to 0.125” (3.18) O.D. 1.106” (28.09)L x 0.25” (6.35) O.D., 0.097” (2.46) diameter 
sleeve. Screw-on anodized aluminum handle and cable clamp. Mates with TR-2A phone jack ordered separately 
and MDSL-2A phone jack ordered separately. 


No. of Body 
Mfg. Part No. | Gender | Contacts | Termination | Material 
0.101 “ - Cable Mount, Black handle 

@ 850X Plug | 2 Solder 


Price Each 
Stock No. 1-9+ 


Contact 
Plating 


Metal Body | Nickel Plated | 22M4132 4.77 
Contacts 


0.101 “ - Cable Mount, Natural Handle 


@ 880X Plug 2 Solder — | Metal Body | Nickel Plated | 39M6147 4.64 
Contacts 
PIM_8959 


HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 


Gein 

Compliant 

Gee rnin 
oe MADE 
BaUSA 


2- and eas 0.25” cable extension phone jacks with black plastic or ee shielded handles. 0.688” 
O.D., 2.156"L except mfg. part nos. 121 and 131 0.5” 0.D., 2.5" L. 


No. of Body | Contact | Price Each 
Mfg. Part No. | Gender | Contacts | Termination | Material Plating | Stock No. 1-9+ 
0.141 “ - Cable Mount, TINI Extension 
@ 125 Jack 2 Screw Metal Body 22F248 10.26 
6.35 mm - Cable Mount, Black handle 
@ 30 Jack 2 Screw Metal Body 39F670 = 
@ 830 Jack 3 Screw Metal Body 22F269 

» CONTINUED » 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CONNECTORS & ACCESSORIES 


- ® 
EXTENSION-JAX® PHONE JACKS (CONT.) MINIATURE RIGHT-ANGLE POWER JACKS AND Switchcraft 
No. of Body | Contact [PriceEach PLUGS i Cece 
Mfg. Part No. | Gender | Contacts | Termination | Material Plating StockNo.| — 1-9+ i Saal Hibee es Sivetaiced i Spier 
5 mount terminals: Silver plated copper alloy Compliant 
6.35 mm - Cable Mount, Black handle, 0.21” ID Sleeve © Surface & hybrid mount terminals: Tin plated copper Available 
@ S-830 jack 3 Screw Metal Body 89F396 15.40 alloy any 
6.35 mm - Cable Mount, Shielded handle © Center pin: Nickel plated, copper alloy "asa 
© Dielectric withstanding voltage: 250 VAC at 1 minute 
@ 120 jack 2 Screw | Metal Body = 39F672 — © Lifecycle: 5000 min. 
@ 121 jack 2 Solder _| Metal Body “ 39F247 | 13.03 Miniature right-angle locking power jack and plug system is 
@ 1230 jack 3 Screw | Metal Body wie 39F757 = the perfect solution for PC board-mount applications where 
a quick-and-secure, space saving board mounting method ) 
S13! ack 3 Solder__| Metal Body — SE oe) is required. This system provides additional security by _ = 
6.35 mm - Panel Mount, Mono using keyed plugs and slotted jacks to firmly lock the 
@ 151 jack 2 Solder | Metal Body | Nickel Plated] 39F654 11.45 components in place. 
Contacts RAPC712BK 
6.35 mm - Panel Mount, Stereo Current Termination Outer Price Each 
@ 152B jack 3 Solder | Metal Body 39F652 = Mfg. Part No. Rating Type Diameter Stock No. 1-9+ 
PIM_8944 2 mm, Jack, Surface Mount 
@ RASM722BK 5A Surface Mount 6.3mm 03M4249 CSTs 
IP66-IP68 / NEMA 250 (6P) SEALED POWER JACKS Swyikelherafk  20™12ck: Through Hole Mount 
AND PLUGS CONXALL’ @ RAPC722BK | 5A Through Hole 6.3mm 03M4245 1.98 
MARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 2mm, Plug, Cable Mount 
@ S760BK | 5A Solder 6.3mm 03M4252 4.54 
2.5 mm, Jack, Surface Mount 
€ > ; @ RASM712X 5A Solder 6.3mm 65K7795 1.93 
. i, @ RASM712BK 5A Surface Mount 6.3mm 03M4248 1.50 
Gen om ie Ee i y iy 2.5 mm, Jack, Through Hole Mount 
Cap) Straight PC Right-Angle PC @ RAPC712BK 5A Through Hole 6.3mm 03M4244 1.98 
cad 2.5 mm, Plug, Cable Mount 
@ Rated IP66, IP67, IP68 / NEMA 250 (6P) when @ Available in multiple pin diameters MADE 
Lass (6P) ¢ RasbenmmbeD Seen © 7608K [6A Solder 6.3mm 03M4301 6.94 
© Current rating (carry): 5A PIM_100942 


RoHS 
Compliant 
Available 


Sealed power jacks and plugs are designed for a variety of applications, including outdoor power supplies where 
a weather-resistant connection is needs, medical equipment where a waterproof power plug is required and 
lighting connections where a harsh environment connector is needed to provide a reliable sealed connection. 

Power jacks feature split center pin shaped to hold mating plug firmly. Right-angle versions offer “kinked” PC 
terminals for better board retention. Automatic switch over from AC to DC permitted by sleeve shunt spring. Rigid 
thermoplastic housing and insulators. Copper alloy terminals and bushing with assembled, lubricated O-ring. 


Hardware supplied. Dielectric withstanding voltage: 500VAC max. To protect jack when not in use, order mfg. 
part no. JCAP |P-rated sealing cap separately below. 
Current | Termination Inner Outer Barrel Price Each 
Mfg. Part No. | Rating Type Diameter | Diameter | Length | Stock No. 1-9+ 
2mm, Jack, Panel Mount 
@ L722AS 5A Solder 2mm 24R2886 5.72 
@ PCL722AS 5A | Through Hole | 2mm 81R0092 1.45 
2mm, Jack, Panel Mount, Right Angle 
@1722RAS 5A Through Hole 2mm ait 80R9946 5.33 
2mm, Plug, Cable Mount, Cable OD Range 3.2-3.8mm, White 
@ S761KS12 5A Solder 2mm 5.5mm 12mm 81R0185 5.62 
2mm, Plug, Cable Mount, Cable OD Range 3.8-4.4mm, White 
@S761KS15 5A Solder 2mm 5.5mm 12mm | 25R0311 8.13 
2mm, Plug, Cable Mount, Cable OD Range 4.4-5.1mm, White 
@ S761KS17 5A Solder 2mm 5.5mm 12mm | 81R0186 8.13 
2.1 mm, Plug, Cable Mount, Cable OD Range 3.2-3.8mm, Red 
@ 767KS12 5A Solder 2.1mm 5.5mm 12mm | 81R1013 8.13 
2.1 mm, Plug, Cable Mount, Cable OD Range 3.8-4.4mm, Red 
@ 767KS15 5A Solder 2.1mm 5.5mm 12mm | 25R4051 8.13 
2.1 mm, Plug, Cable Mount, Cable OD Range 4.4-5.14mm, Red 
@ 767KS17 5A Solder 2.1mm 5.5mm 12mm | 81R1014 8.13 
2.5 mm, Jack, Panel Mount 
@1712AS 5A Solder 2.5mm 24R2885 6.13 
@ PCL712AS 5A Through Hole | 2.5mm 81R0091 6.13 
2.5 mm, Jack, Panel Mount, Right Angle 
@1712RAS 5A Through Hole | 2.5mm s 80R9945 7.70 
2.5 mm, Plug, Cable Mount, Cable OD Range 3.2-3.8mm, Black 
@ 761KS12 5A Solder 2.5mm 5.5mm 12mm | 81R1010 6.76 
2.5 mm, Plug, Cable Mount, Cable OD Range 3.8-4.4mm, Black 
@ 761KS15 5A Solder 2.5mm 5.5mm 12mm | 25R0307 6.51 
2.5 mm, Plug, Cable Mount, Cable OD Range 4.4-5.14mm, Black 
@ 761KS17 5A Solder 2.5mm 5.5mm 12mm | 74R3073 6.51 
Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ 
@ JCAP Sealing Cap 33R2419 1.69 
PIM_190003 


1.800.463.9275 © newark.com 


PC BOARD RIGHT-ANGLE LOCKING POWER JACKS Swikeherark’ 
CONXALL 


HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 


RoHS _ 
Compliant 
Available 


a] MADE 
Wasa 


J) 


Right-angle locking power jacks for PC board mounting. Three copper alloy pins available in 0.080” and 0.100” 
diameters. Center split pin shaped to hold mating plug firmly. Kinked terminals allow easy, snap-in PC board 


mounting. Sleeve shunt spring permits automatic switchover from AC to DC. Threaded bushing allows use of 

both standard and locking power plugs. Choice of standard long bushing (0.219") or longer bushing (0.319") 

to accommodate thicker panel mount applications and plugs with 0.475” long fingers. Molded plastic housing. 

Copper alloy mounting bushing, hex nut, spring, and terminals. Contact rating: 5A, 12VDC resistive. Ideal for 

applications where a locking feature is needed, such as portable computers, cellular phones, DC-powered hand- 

held instrumentation, and battery chargers. 

Current Termination Price Each 
Mfg. Part No. Rating Type Stock No. 1-9+ 

2mm, Jack, Through Hole Mount 

@ 722RA 5A Through Hole 95B7225 3.54 

2mm, Jack, Through Hole Mount, 0.319” long bushing 

@L722RA 5A Through Hole 95B6214 5.31 

2.5 mm, Jack, Through Hole Mount 

@712RA 5A Through Hole 95B7224 Sieh 

2.5 mm, Jack, Through Hole Mount, 0.319” long bushing 

@L712RA 5A Through Hole 95B6213 6.04 

PIM_48479 

MINIATURE POWER JACKS AND PLUGS Switcherafk’ 
CONXALL 


HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 


RAPC712 
RoHS _ 
Compliant 
Available 


760,765 


760K, 761K 
S760K, S761K 


RASM722 


Mating 2-conductor power jacks and plugs suit AC/DC connections. Mfg. part nos. 712A, L712A, 722A, L722A 
mount 0.312” diameter hole. PC712A, PC722A, RAPC712, RAPC722 mount PC boards to 0.062” thick. 740 
phone plug with copper alloy contact, straight configuration, and screw termination. Molded right-angle cable 
assemblies and right-angle power jack for PC mounting available;go online or call. 
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CONNECTORS & ACCESSORIES 


AUDIO/VIDEO CONNECTORS 


MINIATURE POWER JACKS AND PLUGS (CONT.) 
Current | Termination Inner Outer | Barrel Price Each 
Mfg. Part No. | Rating Type Diameter | Diameter | Length | Stock No. 1-9+ 
Plug, Cable Mount, 1.42” Overall Length, Black Insulator Tip, Black Handle 
@ 760 5A Solder 2.5mm 5.5mm 9.5mm | 37F2995 3.30 
Plug, Cable Mount, 1.42” Overall Length, Black Insulator Tip, Red Handle 
@765 5A Solder 2.5mm 5.5mm 9.5mm 37F2996 4.44 
Plug, Cable Mount, 1.42” Overall Length, White Insulator Tip, Black Handle 


@ S-760 5A Solder 2mm 5.5mm | 9.5mm | 37F2997 3.30 
Plug, Cable Mount, 1.42” Overall Length, White Insulator Tip, Red Handle 
@S-765 5A Solder 2mm 5.5mm 9.5mm | 37F2998 441 


Plug, Cable Mount, 1.7” Overall Length, Black Insulator Tip, Black Handle 
@ 760K 5A Solder 2.5mm 5.5mm 9.5mm | 96F9610 4.96 
Plug, Cable Mount, 1.7” Overall Length, White Insulator Tip, Black Handle 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


80 SERIES MICROPHONE 
CONNECTORS 


ee 
COOPER Ini 


Cable Plug 


Cable Jack 


Panel Mount Jack 


80 series single and double contact connectors feature chrome-plated, machine brass shells with threaded 
coupling and black phenolic dielectric. For shielded cable and one and two conductor cable. Mounting hole of 


@ S760K 5A Solder 2mm 5.5mm | 9.5mm | 96F9611 5.31 0.625” (15.88). Maximum chassis thickness for lock nut type receptacle: 1.344” (34.14). Cable diameter: up to 
Plug, Cable Mount, 1.8” 0 II Length, Black Insulator Tip, Black Handl 0.313” (7.95). Voltage and current ratings, single contact: male 1250V, 5A; female 1000V, 3A. Double contact: 
ua, eee un Selene sig BG MSUIAON UP Slack ra male 600V, 3A; female 600V, 3A. Voltage breakdown: single contact male 4000V, female 3000V. Double contact 
@ 761K 5A Solder 2.5mm 5.5mm 12mm 96F9612 4.96 male 2000V, female 2000V. 
Plug, Cable Mount, 1.8” Overall Length, White Insulator Tip, Black Handle 5 
: 5A Sold : 2 55 . 12 96F9616 No. of Contact [Erice Each 
@S761K a Mm. omen mim 4.96 Mfg. Part No. Gender Contacts Plating Stock No. 1-24+ 
2mm, Jack, Panel Mount Cable Mount 
@ 722A 5A Solder 37F2994 3.14 80MC2F1 Jack 2Contacts a 30F1284. | 115.31 
2mm, Jack, Panel Mount, Long Bushing 80MC2F Jack 2Contacts Nickel Plated Contacts 39F009 = 
@ 17224 5A Solder 96F9614 4.81 80MC2M Plug 2Contacts 76R0775 | 95.49 
2mm, Jack, PCB Mount Panel Mount 
@ PC722A SA, | “Through Hole eonzed 4.34 80PC2F Jack | 2Contacts | Nickel Plated Contacts |  39F011 81.10 
2.5 mm, Jack, Panel Mount pies 
@712A 5A Solder 37F2993 3.11 7 
2.5 mm, Jack, Panel Mount, Long Bushing 
GC SERIES AND U SERIES AUDIO 
@1712A 5A Solder 96F9613 4.35 CONNECTORS 
2.5 mm, Jack, PCB Mount 
@ PC712A 5A Through Hole 94F345 4.31 COOPER | n te rcon nect 
PriceEach ot ULL eo trpien 
Mfg. Part No. Description Stock No. 1-1-9+ 
@ 201072 Jack Cover 67P3201 5.23 Sanaa 
@ P2442 Phenolic Flat Washer 94F8932 0.22 Cable Mount 


PIM_8942 


91 SERIES MICROPHONE 
CONNECTORS 


Panel Mount 


Ideal for use in communications equipment where the highest reliability is required under the most severe 
environmental conditions. 5- and 6-contact versions are lightweight and designed to meet MIL-C-55116 
specifications. 10-contact versions meet the latest MIL-C-10544 specifications. All feature easy mating using a 


twist-lock motion. Nonrigid, spring-loaded contacts provide a positive electrical connection with minimum voltage 
drop. Cable mount version available with solder cup or crimp contacts. 
No. of Body Contact Price Each 
Cable Jack Cable Plug Mfg. Part No. | Gender | Contacts Material Plating Stock No.} 1-24+ 
Cable Mount, Barrel Pin 
@ U-229/UG1} Plug | 5Contacts Metal Body Gold Plated Contacts | 95B3132 35.44 
@ GC329 Plug | 6Contacts Metal Body Gold Plated Contacts | 90B9937 52.69 
Panel Mount Jack Cable Mount, Solder Pin 
91 series 3-, 4- and 6-contact connectors, designed primarily for audio equipment, find extensive use with all @ GC329G2 | Jack | 6Contacts Metal Body Gold Plated Contacts | 50B8947 55.65 
types of portable equipment. Cord protector spring ID on 3 contact units = 0.281" (7.14); on 4 and 6 contact units @ GC328 Plug | 6Contacts | Stainless Steel Body | Gold Plated Contacts | 95B2077 74.71 
= 0.385" (9.78). Connectors feature positive screw-type coupling ring connection and squeeze-type clamp cable 
grips. Shells are chrome-plated brass, with molded black phenolic dielectric. Voltage rating: 600Vrms. Current @u-771U Plug | 10Contacts Metal Body Gold Plated Contacts | 95B3133 | 134.58 
ratings: female contacts, 3A; male contacts, 5A. Voltage breakdown: 2000V. Panel Mount, Solder Pin 
No. of Body Price Each @ U-183/UG1} Jack | 5Contacts Metal Body Gold Plated Contacts | 95B3134 49.65 
Mfg. Part No. Gender Contacts Material Stock No. 1-24+ @ GC283 Jack | 6Contacts Metal Body Gold Plated Contacts | 90B2276 52.45 
Cable Mount PIM_48581 
91PC3F Jack 3Contacts Metal Body 39F014 206.16 
91MC4F1 Jack 4Contacts Metal Body 39F1290 — = 
91-MC4F Jack 4Contacts Metal Body 39F015 76.84 AUDIO: GABLE CONNECTORS cinch 
91-PC6F Jack 6Contacts Metal Body 38F1544 ees CONNECTIVITY SOLUTIONS 
9iMC3M Plug 3Contacts Metal Body 39F013 _ Sel gree 
91MC4M Plug 4Contacts Metal Body 39F016 = 
91-MC6M Plug 6Contacts Metal Body 38F1543 = 
Fanel Mount © Nickel-Plated Brass ~ © Molded Phenolic Insulation 
91-PC4F Jack 4Contacts Metal Body 39F017 _ © Ideal For Microphone Cable 
PIM_9021 Phosphor bronze “knife switch” type socket contacts engage both sides of flat brass plug contacts. 


392 


No. of Body Price Each 
Mfg. Part No. Gender Contacts Material Stock No. 1-24+ 
Cable Mount 
P-202-CCT Plug | 2Contacts Metal Body 29F507 10.51 
PIM_8677 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


VIDEO PATCH CONNECTORS cinch 


CONNECTORS & ACCESSORIES 


RF COAX — ADAPTERS 


50-OHM SMP CONNECTORS (CONT.) 


Insulator material: PTFE. 


TROMPETER Cable Freq. WErice|Eachy 
RF connectivity Mfg. Part No. Termination Types Max Stock No. 1-9+ 
RoHS i 
GeReinpian 50 ohm, Cable Mount, Right Angle Plug 
Available @ SMP-FR-C06 Solder 0.047" Semi Rigid 40GHz 73K9424 14.55 
@ SMP-FR-C07 Solder RG405 26.5GHz 63K2481 25.10 
50 ohm, Cable Mount, Straight Plug 
@ SMP-FS-C07 Solder RG405 26.5GHz 73K9425 20.43 
50 ohm, PCB Mount, Straight Plug 
WECo Patch Jack RCA Patch Jack @ SMP-MSLD-PCS Solder 18GHz 80K6927 7.18 
High-frequency, dual coaxial normal-through video patch jacks available unterminated and terminated. Offers @ SMP-MSSB-PCS Solder 18GHz 80K6928 17.13 
extended bandwidth of DC to 2.25GHz and up with a typical return loss of less than -31db through 1.8GHz, and @ SMP-MSSB-PCT Solder 18GHz 73K9438 20.15 
-29db through 2.25GHz and higher. Low-profile, electroless nickel-plated zinc alloy diecast housing with Teflon® ¥ z 
dielectric. Electro-deposited gold-plated beryllium copper actuator and center socket contacts. Features a self- © SMP-MSLO-PCR Solder eeuials iSIOESS 20.80 
wiping normalizing switch. Voltage rating: 400Vrms. @ SMP-MSSB-PCR Solder 40GHz 73K9436 20.15 
Freq, Price Each @ SMP-MSSB-PCT-1 Solder 40GHz 73K9439 20.72 
Mfg. Part No. Termination Max Stock No. 1-9+ Price Each 
, Panel Mount, Straight Jack, Standard Twinax Mfg. Part No. Description Stock No. 1-1-9+ 
@J72 4GHz 48F2783 7.68 @ SMP-FSBA-990 SMP Plug to SMP Plug Adapter, Long 73K9432 20.55 
50 ohm, Panel Mount, Straight Plug, Standard RCA Patch Jack, BNC Interface @ SMP-FSBA-645 SMP Plug to SMP Plug Adapter, Short 73K9431 11.92 
J13-50 0602951 128.39 PIM_87539 
75 ohm, Panel Mount, Straight ia, “Standard WECo, BNC Interface 
SeEiniEEnEEEEIEEEERIEESTEEEEEEEeeE SBOE 27.42 CRIMP-ON BNC CONNECTORS t 2 
ohm, lount, Right Angle Jack, Mini-' ©) 
CBURI2 Through Hole Right Angle 9488904 as murticon ip 
PIM_49297 
SSS a 
Inter-Series adapters 
Price Each | 
Mfg. Part No. Convert From Convert To Stock No. 1-9+ Mc23572 1551 
RCA/ Phono to BNC Coaxial SPC4276 RoHS _ 
3 Jack Receptacle 99B1817 31.39 Ose 
PIM_5511747 


50-OHM OSMP CONNECTORS 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


1056527-1 1056554-1 
® Gold-plated beryllium copper contacts © Temp. range: -65°C to +165°C 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 
50 ohm, Cable Mount, Right Angle Jack 
@ 1056554-1 Solder | RG405 40GHz 96M0594 = 
50 ohm, Cable Mount, Straight Jack 
@ 1056527-1 Solder RG405 40GHz 96M0593 = 
PIM_114899 
50-OHM SMP CONNECTORS Amphenol® RF 
Ss 3 SMP-FS-C06 
SMP-MSLD-PCR SMP-MSSB-PCS SMP-MSLD-PCT con 
Geeiinpian 


Available 


o& 


Se. FR-C06 


“Sp 


SMP-FSBA-645 


SMP-FSBA-990 


Features: 

@ Smaller package size 
@ Higher frequency range @ Frequency range: DC - 40GHz 
© Compensate for radial and axial misalignment @ VSWR: <1.50 (0-20GHz) 


Designed for use in aerospace, board-to-board interconnect, broadband, instrumentation, Mil/Aero, optical 
nodes and routers, phased array antennas, and telecommunications. Provide microwave performance through 
40GHz and offer a push-on high performance interconnect system. Body plating: gold. Contact finish: gold. 


> CONTINUED > 


Specifications: 
@ Impedance: 50 Ohm 


1.800.463.9275 © newark.com 


1553 


Lightweight BNC connectors significantly reduce assembly time for cable connection. Order mfg. part no. CTR- 
8556-01 crimp tool separately; go online or call. 


Cable Freq. Price Each 

Mfg. Part No. Termination Types Max | StockNo.|  1-99+ 
, Cable Mount, Straight Plug 
@ SPC15233 Crimp RG58, Essex 621-715 79K4832 1.68 
@ SPC15346 Crimp RG59, RG62 79K4936 3.08 
@ SPC15193 Crimp RG174 79K4796 | 0.87 
50 ohm, Cable Mount, Right Angle Plug 
@ MC23566 Crimp RG58, Essex 621-715 96M8850 = 
@ MC23574 Crimp RG142 96M8858 = 
50 ohm, Cable Mount, Straight Jack 
@ MC23572 Crimp RG174 96M8856 1.52 
50 ohm, Cable Mount, Straight Plug 
@ SPC20102 Crimp RG58, Essex 621-715 4GHz | 82K9782 2.18 
@ SPC20097 Crimp RG58, Essex 621-715 4GHz | 82K9777 2.73 
@ SPC20100 Crimp RG174 4GHz | 82K9780 1.60 
@ MC23569 Crimp RG316 4GHz | 96M8853 1.35 
@ SPC4276 Solder RG8, RG8A, RG213 4GHz | 84N1265 em 
@ 1551 Solder |RG58, RG58A, RG58C, RG141, | 4GHz| 92N3397 2.42 

RG141A 

75 ohm, Cable Mount, Straight Jack 
@ 13-15-1 TSS RG179U Crimp RG179 4GHz | 26M5810 5.86 
75 ohm, Cable Mount, Straight Plug 
@ 1553 Crimp Belden 8281 1GHz | 92N3399 10.95 
@ SPC20101 Crimp Belden 8281 4GHz | 82K9781 ches 
@ SPC20099 Crimp RG59 4GHz | 82K9779 4.22 
@ MC23597 Crimp RG179 4GHz | 96M8881 1.64 
PIM_8801 
TWIST-ON BNC CONNECTORS mul ticomp 


RoHS _ 
Compliant 
Available 


Lightweight BNC plugs and jacks significantly reduce assembly time for cable connection because there is 
no soldering or special tools required for termination. Figs. 1-3 are designed for solid wire except for mfg. 
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CONNECTORS & ACCESSORIES 
RF COAX — ADAPTERS 


TWIST-ON BNC CONNECTORS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


30-PC. UNIVERSAL 


part nos. CPFI-88SW-1, and CPFI-88SW-2 designed for stranded wire. Figs. 4-10 are intermateable with all COAXIAL ADAPTER KIT (CONT.) 
BNC units having a 2-stud bayonet locking coupling mechanism that meets military specifications MIL-C-39012. Mfg. part no. 8589-0863 30-piece universal adapter kit allows mix and match of any 2 male or female coaxial 
Frequency rating: 0-4GHz. fittings. Each connector has a common end and a universal end. Simply choose the 2 common connector 
- Fame BEE tvs okovng, ENC malo adap, ENC force eoplrs, N male edoptr, N fore adapts, SMA male 
Mfg. Part No. Termination Types Max StOcKING: 8s adapters, SMA female adapters, TNC male adapters, TNC female se UHF male st i UHF female 
50 ohm, Cable Mount, Straight Bulkhead Jack adapters, mini-UHF male adapters and mini-UHF female adapters. All parts are silver plated with gold contacts 
@ SPC15466 Crimp is 4GHz 79K5040 8.44 and Teflon® insulation. Features handy zippered storage case. 
@ SPC15415 Solder wie 4GHz 79K4997 2.67 Price Each 
@ SPC20096 Solder 4GHz 82K9776 2.33 Mfg. Part No. Stock No. 1-9+ 
50 ohm, Cable Mount, Straight Jack @ 8589-0863 16N2745 351.22 
@ MCCX1004 Twist On RG59 4GHz 66W7739 = PIM. 8845 
50 ohm, Cable Mount, Straight Plug 
@ SPC 15345 ac Gee - a eee = INTRA-SERIES COAXIAL ADAPTERS Sep erpia \ @ 
@ MCCX1003 wist On z Es Nn 
@ SPC20103 Twist On RG59 4GHz 82K9783 = a mu iticomp 
50 ohm, Panel Mount, Straight Bulkhead Jack 
@ MCCX1001 Solder ie 4GHz 67W2516 5.78 
75 ohm, Panel Mount, Straight Bulkhead Jack 
@ SPC4274 Solder ae 1GHz 84N1263 eas 
PIM_8878 
SPC15405 
75 -OHM BNC COAXIAL CONNECTORS multicomp 
& ey) to fx $PC20104 
SPC15331 
iV sPc4231 SPC15303 
‘ —_ SPC4274 Convert Convert Impe- Price Each 
be SPC11204 —| eeimp fone Mfg. Part No. From To dance Stock No. 1-49+ 
MC23608 13-10-1 RG59 Available Right Angle Adapter 
ele Freq. Price Each @ SPC15465 F Plug F Jack 79K5039 0.67 
Mfg. Part No. Termination Types Max Stock No. 4-994 @ SPC15227 UHF Plug UHF Jack 79K4826 7.55 
75 ohm, Cable Mount, Straight Plug Straight Adapter 
@ MC23608 Crimp Belden 1855A +f 96M8892 ae @SPC15414 BNC Jack BNC Jack ie 79K4996 3.51 
@ 1553 Crimp Belden 8281 1GHz 92N3399 10.95 @ SPC20106 BNC Jack BNC Jack 500hm 82K9786 2.61 
@ SPC11209 Crimp RG6 4GHz 3405614 = @ SPC15328 BNC Plug BNC Plug ied 79K4920 3.07 
@ SPC11204 Crimp RG59 1GHz 34C5609 4.84 @ SPC20105 BNC Plug BNC Plug 500hm 82K9785 4.84 
@ SPC11205 Crimp RG59 4GHz 34C5610 5.58 @ SPC15253 F Jack F Jack Fe 79K4850 0.74 
@ 13-10-1 RG59 Crimp RG59 11GHz 26M5799 2.35 @ SPC15365 F Jack F Jack 750hm 79K4951 1.50 
@ SPC11210 Crimp RG179 4GHz 34C5615 ae @ 1592 F Jack F Plug 92N3416 = 
@ 13-01-3 TGN UR70 Solder UR-70 11GHz 26M5785 4.54 @ SPC15393 F Plug F Plug 79K4976 3.35 
75 ohm, Panel Mount, Straight Bulkhead Jack @ SPC15331 N Jack N Jack 79K4923 7.51 
@ SPC4274 Solder 38 1GHz 84N1263 = @ SPC15303 N Plug N Plug 79K4897 8.08 
PIM_164426 @ SPC4269 UHF Jack UHF Jack 84N1258 15.01 
@ SPC15147 UHF Jack UHF Jack 79K4758 0.70 
i ne $ SPORT) [UH Pin [Fg Neat | 
connEShne mu icomp @ SPC4348 UHF Plug UHF Plug 50ohm 84N1272 = 
Geetinoiat @ sPC4271 UHF Mini Jack UHF Mini Jack 50ohm 84N1260 11.65 
Avallable Straight Bulkhead Adapter 
@ SPC20104 BNC Jack BNC Jack 500hm 82K9784 —_ 
Tee Adapter 
spctiz20 @ SPC15405 BNC Plug BNC Jack, Jack [ 50chm | 79K4987 3.40 
@ SPC15167 F Jack F Jack, Jack is 79K4771 = 
@ SPC4259 TNC Plug TNC Jack, Jack 50ohm 84N1248 13.24 
|Price Each =“ @ SPC4352 UHF Jack UHF Jack, Jack | S0ohm |  84N1276 = 
Mfg. Part No. Termination Types Stock No. 1-49+ © SPC15142 UHF Plug UHF Jack, Jack 79K4755 2.00 
, Bulkhead Mount, Straight Jack arr 
@ SPC11221 Solder 3405622 13.73 7 
, Cable Mount, Straight Plug 
© SPC11220 Crimp RGS59, RG62, RG71, RG140, RG210 | 3405621 = RF/COAXIAL INTER-SERIES Feperren @ 
ADAPTERS none MUltTiComp 
PIM_164427 
30-PC. UNIVERSAL © 
COAXIAL ADAPTER multicomp 


KIT 


RoHS 
Compliant 
Available 
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UHF Plug to N Jack 


N Plug to BNC Jack UHF Jack to BNC Plug 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


CONNECTORS & ACCESSORIES 
RF COAX APTERS 


RF/COAXIAL INTER-SERIES ADAPTERS (CONT.) 50-OHM SMA ADAPTERS 
a= 
Convert Convert Impe- Price Each — TE 
Mfg. Part No. From To dance Stock No. 1-494 sana’ 

Straight Adapter ‘AUTHORIZED DISTRIBUTOR 
@ SPC15419 BNC Jack F Plug 500hm 79K5000 2.58 Spire ‘at 

It 
@ SPC15264 BNC Jack N Jack 7 79K4861 5.58 Available 

@ SPC20108 BNC Plug F Jack 75ohm 82K9788 oe 
@ SPC20107 BNC Plug UHF Jack 50ohm 82K9787 247 
@ SPC15304 N Jack UHF Plug = 79K4898 1.96 . 

" Price Each 
© SPC4268 NPlug BNC Jack 50ohm 84N1257 20.74 iiegePall Ns | — a Hie | Scans oa 
@ SPC4263 TNC Jack N Jack 50ohm 84N1252 15.77 Right Angle Adapter 
eine ING Jack N Plug Soshin S2Nss8e 19.10 © 2088 0000 02 SMA Plug SMA Jack | _500hm 92¢8661 = 
Sss ING Bug perk soohin S2NS388 = © 2088 1230 02 SMA Plug SMA Jack | _ 500hm 8809627 Zz 
@ SPC4349 UHF Jack BNC Plug 50ohm 84N1273 16.92 inivisnse 
@ SPC15334 UHF Jack N Plug a 79K4926 1.73 = 
© 1508 UHF Plug N Jack 50ohm 92N3354 16.83 
© 1510 UHF Plug TNC Jack 50ohm 92N3356 14.52 AMP SMA COAXIAL ADAPTERS 

PIM_176082 
AUTHORIZED DISTRIBUTOR 
CAPS AND TERMINATORS @ RoHS 
ulticomp a) oO eRe 
Available 
Parlin VPP PO 3-5, RoHS 
ae GeRiinpen ee) 
a Available 
’ 221643-1 
£ 1055047-1 
: ae 1054868-1 
Features Teflon® dielectric. Qualified to MIL-C-39012. Order hand tools separately, go online or call. 
SPC15385 5 
Convert Convert Impe- Price Each 
MEGKIONG, SROUZIT Mfg. Part No. From To dance Description Stock No. 1-9+ 
Freq. Price Each Right Angle Adapter 
Ml: Rare NO? == __Max StockiNo: eae © 1055064-1 SMAPlug | SMAJack | S0ohm Gold 1706338 = 
50 chm, Cable Mount, Straight Terminator 105504721 SMAPlug | SMAPlug | 50chm | Passivated | 10H7176 = 
@ SPC15280 7 79K4877 1.74 Straight Adapter 
75 ohm, Cable Mount, Straight Terminator © 1053488-1 SMAJack | SMAJack | 50chm Gold 10H7156 = 
SPC zTT a PORTE = © 1054868-1 SMA Jack | SMAJack | 50ohm Gold 9281873 = 
75 ohm, Cable Mount, Straight Terminator, 0.5W © 1053489-1 SMA Jack | SMAJack | 50ohm Passivated 50B8814 29.58 
S@MECKI002 1GHz SONS =e © 1053514-1 SMAJack | SMAJack | S50chm | Passivated | 73M8550 = 
For Use Price Each @ 1053634-1 SMAPlug | SMAPlug | 50ohm Gold 10H7161 29.16 
Mfg. Part No. Type With Stock No. EE @ 1053635-1 SMAPlug | SMAPlug | 50ohm | Passivated | 50B8815 | 29.07 
@ SPC15385 Protective Cap BNC Connectors 79K4968 3.93 Straight Bulkhead Adapter 
PIM_176189 @ 1054874-1 SMA Jack SMA Jack | 50ohm Gold 10H7168 oss 
@ 221643-1 SMA Jack SMA Jack 500hm Passivated 89F2960 = 
50-OHM SMA ADAPTERS (r) @ 2084 0000 02 SMA Jack | SMAJack | 50ohm Passivated 17C1708 18.98 
multicomp @ 1054875-1 SMA Jack | SMAJack | 50ohm | Passivated | 71M0785 = 


PIM_169724 


RoHS _ 
Compliant 
Available 


BETWEEN SERIES ADAPTERS 


9580-0858 8589-0861 
Convert Convert Impe- Price Each 
Mfg. Part No. From To dance Stock No. 1-49+ 
Right Angle Adapter 
@ 8589-0846 SMA Jack SMA Plug 500hm 16N2728 — 


AUTHORIZED DISTRIBUTOR 


1058077-1 
© 8569-0847 SMA Jack SMA Plug 50ohm 16N2729 23.31 aoe iver een nis, 
Straight Adapter @ Provide convenient transitions between popular @ Small size, low VSWR, and broad Available 
@ 8589-0858 SMA Jack BNC Plug 500hm 16N2740 17.32 series coaxial connectors frequency permits a wide range of 
@ 8589-0859 SMA Jack BNC Plug 500hm 16N2741 30.24 @ Design provides a minimum length with good applications in both measurement and system use 
electrical performance 
© 8589-0860 SMA Jack N Jack 50ohm 16N2742 = 
@ 8589-0861 SMA Jack N Plug 50ohm 16N2743 10.26 Convert Convert Impe- 7 Price Each 
@ sPC20111 SMA Jack SMA Jack S0ohm 82K9791 2.08 Mfg: PartNors | ‘From To dance | Description [StockiNo' maIEDE 
@ SPC20112 SMA Plug BNC Jack 500hm 82K9792 6.10 uaa Aebiet 
© 8589-0855 SMA Plug BNC Plug 50ohm 16N2737 20.96 nlc —- _ : — — ~-— E —-— = 
© 8589-0867 SMA Plug NJack 50ohm 16N2749 = © 2082.2821 00 - a —— - —— cs aa 86.51 
© 8589-0851 SMA Plug SMA Jack 50ohm 46N2733 a © 1058651-1 ' a = = — a =z 
@ 8589-0852 SMA Plug SMA Jack 50ohm 16N2734 19.23 9600 2242-00 T 7 SMA — AT saan = 
© 8589-0848 SMA Plug SMA Plug 50ohm 16N2730 ca @ 10586641 aunt SS = ss we — 175.95 
@ 8589-0849 SMA Plug SMA Plug 50ohm 16N2731 21.18 Soret ia ka ~ i = 
A @ 1059750-1 OSP Jack SMA Jack | 50ohm | Flange Mount | 96M0606 135.80 
Sraalt ules sae OSSP Jack | SMAJack | 500h 10H7321 
© 8589-0853 SMA Jack SMA Jack 500hm 16N2735 24.16 Ailes = i — i wie 
Sail aoe @ 3080-2240-00 | SMAJack | _ N Jack s 2 87K2361 | 58.94 
z @ 2082 220100 | SMAJack | SSMAJack | 50ohm = 07H8135 | 90.62 
© 1058077-1 SMB Plug | BNC Jack | S0ohm ia 96m0602 = 
> CONTINUED > 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 
RF COAX — ADAPTERS 


BETWEEN SERIES ADAPTERS (CONT.) WEATHERPROOF N COAXIAL ADAPTERS (CONT.) 
5 Threaded coupling devices designed for use up to microwave frequencies. 0-11GHz, VSWR consistently low. 
Mfg. Part No. pin ee sa Description Stock No. abe. Impedance: 30 tit Dielectric mrihanding 2500Vims. i . 
Straight Adapter Convert Convert Impe- Price Each 
© 448091-2 SMP Plug | SMAJack | S0ohm | Flange Mount | 13H4618 = ___-MigRartiNa. Erm To dance _|MEStockINOTas Ls 
© 2380 224000 | SSMTJack | SMAJack | 50ohm 2 7903884 | 114,04 Right Angle Adapter 
© 3180 224200 | NC Jack | SMAJack |... | Flange Mount | 07H8316 = @ 82-98 (UG-27B/U) Nga N Plug SOohm | MESOKOSS Se Cotes 
PIM 113234 @ 82-213 N Plug N Jack 50ohm 60K7160 53.93 
- @ 82-64 (UG-27A/U) N Plug N Jack 50ohm 59K0530 62.04 
Straight Adapter 
AMP RF INTER-SERIES ADAPTERS @ 82-101 (UG-29B/U) N Jack N Jack 50o0hm 39F1112 21.13 
@ 82-65 (UG-29A/U) N Jack N Jack 50ohm 82K8903 25.12 
@ 82-100 (UG-57B/U) N Plug N Plug 50ohm 39F1111 22.71 
pe ii < eas Straight Bulkhead Adapter 
Geptinaian @ 82-66 (UG-30/U) N Jack N Jack 50ohm 39F022 38.84 
@ 91100 (UG-30D/U) N Jack N Jack 50ohm 82K8914 73.33 
Tee Adapter 
@ 82-102 (UG-107B/U N Plug N Jack, Jack 50ohm 39F078 182.93 
PIM_164487 
EAA MIL-C-39012 BETWEEN SERIES ADAPTERS Amphenol® RF 
4585 2240 02 Gop tinaian 
© Provide convenient transitions between popular © Small size, low VSWR, and broad frequency Available 
series coaxial connectors permits a wide range of applications in both 
@ Design provides a minimum length with good measurement and system use 
electrical performance © Mfg. part no. 3080 2240 00 flange mount 
= 531-40008 
Convert Convert Impe- Price Each - 
Mfg. Part No. From To dance Stock No. 1-9+ Convert Convert | Impe- Price Each 
Straight Adapter Mfg. Part No. From To dance | Description | Stock No. 1-9+ 
@ 1058058-1 BNC Jack SMA Jack 50ohm 8900039 = Straight Adapter 
© 3282 2240 00 BNC Plug SMA Jack 50ohm 7ACA95G = @APH-716M-NF | 7/16 DIN Plug | NJack | 50ohm x 59K0103 | 84.92 
© 3082 2240 00 N Plug SMA Jack = 9283152 aia © 31-216 BNC Jack NPlug | 50ohm | UG-201AU | 39F1029 | 23.15 
© 3080 2242 00 SMA Jack N Jack 7 9402642 | 82.19 watis BNC lack «| eTNG lugs. | sodohin z EES || 4250 
© 3282 2241 00 SMA Plug BNC Jack 50ohm 50B479 4G @ 31-28 BNC Jack | UHF Plug | 500hm | UG-273/U | 39F074 | 38.72 
© 1060498-1 SMB Plug SMA Jack 50ohm 10H7347 = © 31-217 BNC Plug NJack | 50chm | UG-349A/U_| 39F1030_| 30.36 
Straight Bulkhead Adapter @ 901-164 BNC Plug | SMAPlug | 50ohm m 59K0540 | 102.62 
@ 3284 2240 00 BNC Jack SMA Jack a 90B8519 45.57 @ 79025 BNC Plug TNC Jack | 500hm a 39F1083 44.17 
© 4585 2240 02 OSP Plug SMA Jack | 3001725 = © 2900 BNC Plug | UHF Jack | 500hm | UG-255/U | 73K1423 | 17.81 
PIM. 80549 @ 531-40008 F Jack F Jack 750hm a 3001286 17.53 
- @ 16075 HN Jack NPlug | 50ohm a 50F1612 | 94.72 
@ 16050 HN Plug N Jack 50ohm isn 73K1394 89.57 
901 SERIES 50-OHM SMA COAXIAL Ose Amphenol®RF = es07-295 Nuack | SMAJack | 50ohm 2 90F8462 = 
ADAPTERS nate © 901-9720 Nuack | SMAJack | 50ohm | Panel Mount | 93F1355 | 64.00 
. @ 79825 N Jack TNC Plug | 50ohm ws §5M2571 69.14 
@ 78800 N Plug TNC Jack | 50ohm ds 73K1482 23.46 
@ 901-167 SMA Jack BNC Jack | 50ohm nee 51F3813 38.22 
Sano aigpig 901-9218 © 901-165 SMA Jack | BNC Plug | 50chm = 98F2747 | 90.09 
@ 901-294 SMA Jack N Plug 50ohm a 90F8461 105.85 
901-9217 @ 901-166 SMA Plug BNC Jack | 50ohm ns 98F2748 87.75 
50-ohm SMA connectors are semi-precision connectors with electrical performance from 0 to 18GHz. Built in @ 901-293 SMA Plug N Jack 50ohm = 51F3790 98.64 
ne a tha Bed base stations, instrumentation, process control, Mil/Aero, © 901-280 TNC Jack SIMA Jack | 50ohm 7 99F3887 1372 
= @ 4400 UG 146 U UHF Jack N Plug 50ohm UG-146/U 73K1463 40.10 
Convert Convert Impe- Price Each 
Mfg. Part No. From To dance Stock No. 4-94 PIM_164482 
Right Angle Adapter 
@ 901-125-11 SMA Plug SMA Jack 50ohm 89F2878 80.74 COAXIAL TERMINATORS AND SHORTING CAPS Am phenol® RF 
@ 901-9219-ASF SMA Plug SMA Jack 50ohm 93F1330 55.13 pais 
Straight Adapter Geena 
@ 901-9217-SF SMA Jack SMA Jack 50o0hm 93F7608 72.94 
@ 901-9217 SMA Jack SMA Jack 500hm 50F2437 78.71 
@ 901-9216 SMA Plug SMA Jack 50ohm 50F2436 67.12 ee 
@ 901-9218-SF SMA Plug SMA Plug 50ohm 93F1329 73.54 
@ 901-9218 SMA Plug SMA Plug 500hm 50F2438 73.74 202100 
Straight Bulkhead Adapter na Price Each 
@ 901-9209A SMA Jack SMA Jack ae 51F3842 30.17 Mfg, Part No. Max Stock No. (is | 
@ 901-9209-ASF SMA Jack SMA Jack 50ohm 93F1323 21.91 , Cable Mount, BNC Shorting Plug 
@ 901-9986-RFX SMA Jack SMA Jack 50ohm 19C5352 Mize @ 202114 " 99H6102 515 
PIN_176050 50 ohm, Cable Mount, Straight Terminator, BNC Jack, 1W, 5% 
@ 202120 i 99H6108 12.84 
WEATHERPROOF N COAXIAL ADAPTERS Amphenol® RE 50 ohm, Cable Mount, Straight Terminator, BNC Plug, 0.5W, 5% 
RoHS @ 202113 oe 99H6101 6.44 
Geptinaian 50 ohm, Cable Mount, Straight Terminator, BNC Plug, 1W, 5% 
@ 202103 4GHz 99H6090 3.83 
50 ohm, Cable Mount, Straight Terminator, N-Type Plug, 1W, 5% 
@ 202109 act 99H6096 18.72 
82-64, 82-98 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 


RF COAX — ADAPTERS 


COAXIAL TERMINATORS AND SHORTING CAPS (CONT.) BETWEEN-SERIES SMA ADAPTERS (CONT.) 
Freq. | Price Each Convert Convert | Price Each 
Mfg. Part No. Max Stock No. 1-9+ Mfg. Part No. From To Stock No. 1-24+ 
50 ohm, Cable Mount, Straight Terminator, SMA Jack Straight Adapter 
© 132361 S 99H5159 8.93 @ 242103 BNC Plug SMA Jack 9207248 20.50 
50 ohm, Cable Mount, Straight Terminator, SMA Reverse Polarity Plug @ 242123 SMA Jack BNC Jack 9207271 14.42 
@ 132360RP o 89K6872 6.59 © 242127 SMA Jack MCX Plug 9207275 13.18 
93 ohm, Cable Mount, Straight Terminator, BNC Plug, 1W, 5% @ 242143 SMA Jack MMCX Jack 9207293 5.48 
© 202108 S 99H6095 22.23 @ 242141 SMA Jack MMCX Plug 92C7291 15.83 
els Price Each @ 242115 SMA Jack N Jack 9207263 21.75 
Mig. Part No. Type With StockNo. | 41-244. © 242163 SMA Jack N Jack 92C7310 15.99 
@ 202100 Dust Cap BNC Jacks 99H6086 4.09 @ 242113 SMA Jack N Plug 9207261 11.67 
PIM_176217 @ 242147 SMA Jack SMB Jack 9207298 15.99 
@ 242145 SMA Jack SMB Plug 9207295 32.23 
© 242176 SMA Jack SMC Jack 9207323 13.00 
NITES SERIES CORE RDEPTERS Amphenol®RF = Son75 SMA Jack SMC Plug 9207322 25.58 
—_" Spire ‘ant 0.242107 SMA Jack TNC Jack 9207253 22.20 
eg Available @ 242105 SMA Jack TNC Plug 92C7250 9.84 
= @ 242111 SMA Jack UHF Jack 9207258 12.87 
4 @ 242109 SMA Jack UHF Plug 9207256 12.87 
@ 242102 SMA Plug BNC Jack 9207247 10.99 
- @ 242104 SMA Plug BNC Plug 9207249 28.39 
| Impe- [Price Each “9200126 SMA Plug MCX Jack 92C7274 15.83 
Mfg. Part No. dance Stock No. 1-24+ ad 2 
Right Angle Adapter © 242128 SMA Plug MCX Plug 9207276 Q7AT 
6175561 NPlug NPlug SOohm 9015013 Fors @ 242140 SMA Plug MMCX Jack 9207290 15.83 
© 132274 SMA Jack SMA Jack So0ohm |  99H5113_ | 14.50 © 242142 SMA Plug MMCX Plug CASE 28.22 
@ 132339 SMA Plug SMA Plug x 99H5147 | 13.25 @ 242112 SMA Plug N'Jack 9207259 20.22 
Straight Adapter @ 242114 SMA Plug N Plug 9207262 19.66 
© 272300 7/16 DIN Jack 7/16 DIN Jack 55W5588 | 91.86 @ 242212 SMA Plug SMA Jack 89K7033 15.99 
© 272292 7/16 DIN Jack 7/16 DIN Plug 7 55w5587 | 99.36 @ 242144 SMA Plug SMB Jack 9207294 27.46 
© 272134 7/16 DIN Plug 7/16 DIN Plug is 99H6746 93.33 @ 242146 SMA Plug SMB Plug 9207297 15.99 
110448 BNC Plug BNC Plug TGohm 99H4402 Gn @ 242174 SMA Plug SMC Jack 9207321 12.77 
© 220157 F lack F Plug 75ohm 9916291 ae © 242177 SMA Plug SMC Plug 9207324 31.28 
© 262129 MMCX Jack MIMGX Jack SOohm | _ 99H6698 9.56 a eal SMA Plug Sah dace SaH6s28 2iO8 
© 172370 N Jack N Jack — S5W5582 = @ 242124 SMA Plug TNC Jack 9207272 16.02 
© 172278 N Jack N Jack S0ohm | 99H5821 | 15.35 © 242106 SMA Plug INC Plug CSE 28.87 
@ 172372 N Plug N Jack is 55W5584 | 32.94 Straight Bulkhead Adapter 
wi72365 NPlug NPlug — BSWE5R1 ans © 242125 N Jack SMA Jack 92C7273 12.15 
© 172122 N Plug N Plug 50ohm |  99H5735 5.21 @ 242181 SMA Jack BNC Jack S2C782h 23.83 
13171 SMA Plug SMA Jack SOohm 99115039 GG © 242193 SMA Jack MMCX Jack 09/8787 27.06 
© 142044 SMB Jack SMB Jack S0ohm 99H5324 aaa @ 242182 SMA Jack SMB Jack 9207328 32.28 
© 142246 SMB Plug SMB Plug SOohm | 99H5326 | 12.75 e178 SMAtaes TING Heck SEES 2NaS 
@ 122350 TNC Plug TNC Plug 50ohm 99H4830 8.73 PIM_73112 
Straight Bulkhead Adapter 
© 272301 7/16 DIN Jack 7/16 DIN Jack 7 55W5589 | 04.05 REVERSE POLARITY COAXIAL ADAPTERS Amphenol® RF 
@ 112439 BNC Jack BNC Jack 50ohm 99H4397 8.56 aie 
@ 112443 BNC Jack BNC Jack 50ohm 99H4399 6.75 Gop tinpiat 
@ 222121 F Jack F Jack 75ohm 99H6276 0.58 
@ 252171 MCX Jack MCX Jack 50ohm 99H6557 7.06 
@ 172371 N Jack N Jack ie 55W5583 72.96 
@ 132170-10 SMA Jack SMA Jack 50ohm 16R1631 29.18 
@ 142250 SMB Jack SMB Jack 50ohm 99H5331 14.23 172212RP 132169RP 
@ 142249-75 SMB Jack SMB Jacl 7Sohm 99H5330 18.95 © RP denotes reverse polarity in table below 
@ 122346 TNC Jack TNC Jack 50ohm 99H4826 20.55 Gonvert Gone | Impe- Price Each 
@ 122341 TING Jack TNC Jack 75ohm soHssz 19.94 Mfg. Part No. From To dance Stock No. 1-9+ 
Tee Adapter Right Angle Adapter 
Siliz400 BNO sack BNC Jack, Jack = 99H4408 | 10.06 © 132172RP SMA RP Jack SMAPIug | S0ohm | 9206706 | 14.40 
@ 172127 N Jack N Jack, Jack 50ohm 99H5740 33.44 Straight Adapter 
@ 172125 N Jack N Jack, Plug 50ohm 99H5738 30.92 @ 172212RP N Jack N Plug 50ohm 92C6739 17.12 
@ 172233 N Plug N Jack, Jack 50ohm 99H5797 94.57 @ 242112RP N Jack SMA RP Plug 50ohm 9207260 28.65 
@ 132216 SMA Jack SMA Jack, Jack 50ohm 13N2706 19.15 @ 242132RP N Jack TNC RP Jack 50ohm 09J8784 26.96 
@ 192217 SMA Plug SMA Jack, Jack | S0chm |RSS ESOGERIE | EEZ0IS6 © 242131RP N Jack TNC RP Plug 09/8783 | 16.89 
@ 122354 TNC Jack TNC Jack, Jack 50ohm 99H4834 20.98 @ 242113RP N Plug SMA RP Jack 89K7014 15.70 
PIM_176212 @ 242130RP N Plug TNC RP Jack 50ohm 9207279 36.70 
——eo—G—_>§a84nng ao 2491 33RP N Plug TNCRPPlug | 50ohm 9207283 13.82 
BETWEEN-SERIES SMA ADAPTERS Amphenol®RF = _2122169Re SMA Jack SMARP Jack | _50ohm 99H5036 17.20 
Pe @ 132171RP-10 SMA Jack SMARPPlug | 50ohm 92C6705 10.56 
Geeiimpian @ 242107RP SMA Jack TNC RP Jack | 50ohm 9207254 31.28 
@ 242105RP SMA Jack TNCRPPlug | 50ohm 9207251 20.25 
@ 132168RP SMA Plug SMARP Plug | 50ohm 09/8780 15.09 
@ 132171RP SMA RP Jack SMA Plug 50ohm 926703 10.35 
@ 132171RP-RP SMARP Jack | SMARP Jack |  50ohm 9206704 6.53 
These between-series adapters are used to join two connectors of different series. Designed to offer the lowest Strebel Bul khieae) Dalene 
VSWR rating of the two series involved. @ 132170RP SMA Jack SMARP Jack | 50ohm 0948782 19.76 


PIM_176063 
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CONNECTORS & ACCESSORIES 
RF COAX 


APTERS 


BETWEEN-SERIES BNC, SMB, TNC, 
MINI-UHF AND 7/16 ADAPTERS 


Geetinpia Amphenol? RF 


Available 


242164 


242187 242223 


242184 


These between-series adapters are used to join two connectors of different series. Designed to offer the lowest 
VSWR rating of the two series involved. 
Convert Convert Price Each 
Mfg. Part No. From To Stock No. 1-9+ 

Straight Adapter 

@ 242266 7/16 DIN Jack SMA Plug 55W5586 60.51 
@ 242199 BNC Jack F Plug 09J8790 13.49 
@ 242159 BNC Jack F Plug 89K7026 30.67 
@ 242206 BNC Jack MCX Jack 73J7937 20.92 
@ 242204 BNC Jack MCX Plug 73J7935 20.84 
@ 242186 BNC Jack SMB Jack 9207331 29.24 
@ 242185 BNC Jack SMB Plug 92C7330 17.28 
@ 242150 BNC Jack TNC Jack 9207301 31.08 
@ 242149 BNC Jack TNC Plug 92C7300 13.61 
@ 242165 BNC Jack UHF Jack 9207312 24.90 
@ 242164 BNC Jack UHF Plug 927311 35.30 
@ 242154 BNC Plug F Jack 9207305 30.66 
@ 242160 BNC Plug F Plug 89K7027 = 
@ 242203 BNC Plug MCX Jack 73J7934 27.45 
@ 242184 BNC Plug SMB Jack 9207329 10.68 
@ 242187 BNC Plug SMB Plug 9207332 21.37 
@ 242148 BNC Plug TNC Jack 9207299 29.57 
@ 242151 BNC Plug TNC Plug 9207302 27.45 
@ 242134 BNC Plug UHF Jack 9207284 15.37 
@ 242192 TNC Jack U.FL Jack 09J8785 15.24 
@ 242153 UHF Mini Plug UHF Jack 9207304 15.48 
Straight Bulkhead Adapter 

@ 242224 SMB Jack F Jack 89K7040 20.46 
@ 242223 SMB Plug F Jack 89K7039 20.46 
PIM_176072 

BETWEEN-SERIES N ADAPTERS Amphenol? RF 


RoHS 


epiin pliant 
M 
- q 
O ‘ 


Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


BETWEEN SERIES BNC 
COAXIAL ADAPTERS 


RoHS _ 
Compliant 
Available 


by WINCHESTER 


ELECTRONICS 


3327505 3328505 


3318505 


3317505 


Solve a variety of connection problems where connectors of different types ordinarily could not be mated 
together. Each adapter has a different coupling at each end allowing for a wide variety of interconnections. All 
adapters are constructed of machined brass and are nickel plated. 


Convert Convert Impe- Price Each 

Mfg. Part No. From To dance Stock No. 1-9+ 
Straight Adapter 
@ 3328505 BNC Jack F Jack 50ohm 80K0210 1.46 
@ 8313505 BNC Jack F Plug 50ohm 80K0563 = 
@ 3325505 BNC Jack TNC Jack 50ohm 80K0208 = 
@ 3318505 BNC Plug F Jack 500hm 80K0204 6.55 
@ 3319505 BNC Plug SMA Jack 50ohm 80K0205 = 
@ 3309505 BNC Plug SMA Plug 50ohm 80K0198 = 
@ 3315505 BNC Plug TNC Jack 50ohm 80K0200 = 
PIM_156270 


BETWEEN SERIES TNC COAXIAL 
ADAPTERS 


=BOMAR 


by WINCHESTER 


ELECTRONICS 


5316505 


5313505 


5309505 


RoHS _ 
Compliant 
Available 


el 
JAWNARS 
Sy 


5329505 
5319505 


Solve a variety of connection problems where connectors of different types ordinarily could not be mated 
together. Each adapter has a different coupling at each end allowing for a wide variety of interconnections. All 


adapters are constructed of machined brass and are nickel plated. 
Convert Convert Impe- Price Each 
Mfg. Part No. From To dance Stock No. 1-9+ 
are Straight Adapter 
242162 @ 5313505 TNC Plug BNC Jack 50ohm 80K0427 28.99 
These between-series adapters are used to join two connectors of different series. Designed to offer the lowest © 5311505 TNC Plug N Jack 50ohm 80K0426 29.90 
VSWR rating of the two series involved. @ 5319505 TNC Plug SMA Jack 50ohm 80K0430 = 
Convert Convert Price Each PIM_156273 
Mfg. Part No. From | To Stock No. 1-4+ 
Spent vanes BETWEEN SERIES SMA fot 
© 242137 N Jack 7/16 DIN Jack 92C7287 82.98 COAXIAL ADAPTERS Osa —=BOMAR 
@ 242136 N Jack 7/16 DIN Plug 9207286 83.01 
© 242100 N Jack BNC Jack 9207245 28.70 by WINCHESTER 
© 242101 N Jack BNC Plug 9207246 24.85 cert ge 
@ 242120 N Jack F Jack 92C7268 12.87 
@ 242152 N Jack F Plug 92C7303 17.67 
@ 242265 N Jack SMA Plug 55W5585 66.23 
@ 242132 N Jack TNC Jack 9207281 28.87 eainens 9313505 anieaie 9306505 
@ 242131 N Jack TNC Plug 9207280 PRES) ; : ; ea 
Solve a variety of connection problems where connectors of different types ordinarily could not be mated 
© 242135 N Plug 7/16 DIN Jack 9207285 67.62 together. Each adapter has a different coupling at each end allowing for a wide variety of interconnections. All 
@ 242138 N Plug 7/16 DIN Plug 9207288 82.12 adapters are constructed of machined brass and are nickel plated. 
@ 242121 N Plug BNC Jack 9207269 13.64 Convert Convert Impe- Price Each 
@ 242122 N Plug BNC Plug 9207270 30.54 Mfg. Part No. From To dance Stock No. 1-9+ 
@ 242156 N Plug F Jack 9207306 26.22 Straight Adapter 
@ 242166 N Plug MMCX Jack 9207313 30.15 @ 9313505 SMA Plug BNC Jack 500hm 80K0761 16.78 
@ 242130 N Plug TNC Jack 9207278 28.87 PIM_156275 
@ 242133 N Plug TNC Plug 9207282 28.70 
Straight Bulkhead Adapter 
@ 242162 N Jack BNC Jack 9207309 51.13 
@ 242183 N Jack SMB Jack 99H6425 24.81 
PIM_176068 
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BETWEEN SERIES RCA ADAPTERS 


=BOMAR 


by WINCHESTER 


ELECTRONICS 


Geeeinpia 
Available 


Fig. 5 
Fig. 6 
Solve a variety of connection problems where connectors of different types ordinarily could not be mated 
together. Each adapter has a different coupling at each end allowing for a wide variety of interconnections. All 
adapters are constructed of machined brass and are nickel plated. 
No. of No. of Price Each 
Mfg. PartNo. | ConvertFrom | Positions | ConvertTo | Positions | Stock No. 1-24+ 

RCA/ Phono to BNC Coaxial 

@ R0843 Jack 1 Plug 1 79K8699 = 

@ R0844 Plug 1 Jack 1 79K8700 12.68 

@ R0842 Plug 1 Plug 1 79K8698 4.64 

RCA! Phono to F Coaxial 

@ R0851 Jack 1 Plug 1 79K8703 6.49 

@ RO849 Plug 1 Receptacle 1 79K8702 1.43 
PIM_156276 

BETWEEN SERIES UHF coe S=BOMA R 
COAXIAL ADAPTERS Sep rte 


by WINCHESTER 


ELECTRONICS 


Fig. 2 Fig. 3 7 
Fig. 1 Fig. 4 


Solve a variety of connection problems where connectors of different types ordinarily could not be mated 
together. Each adapter has a different coupling at each end allowing for a wide variety of interconnections. All 


adapters are constructed of machined brass and are nickel plated. 
Convert Convert Impe- Price Each 
Mfg. Part No. From To dance Stock No. 1-9+ 
Straight Adapter 
@ 7313505 UHF Plug BNC Jack 50ohm 80K0504 as 
@ 7311505 UHF Plug N Jack 50ohm 80K0502 30.48 
@ 7309505 UHF Plug SMA Plug 50ohm 80K0499 es 
@ 7316505 UHF Plug UHF Mini Jack 50ohm 80K0505 ae 
PIM_156277 


BETWEEN SERIES MINI-UHF COAXIAL 
ADAPTERS 


=BOMAR 


by WINCHESTER 


ELECTRONICS 


RoHS _ 
Compliant 
Available 


6311505 
6313505 


Solve a variety of connection problems where connectors of different types ordinarily could not be mated 
together. Each adapter has a different coupling at each end allowing for a wide variety of interconnections. All 
adapters are constructed of machined brass and are nickel plated. 


| Convert Convert Impe- Price Each 
Mfg. Part No. From To dance Stock No. 1-9+ 
Straight Adapter 

@ 6313505 | UHF Mini Plug BNC Jack 50ohm 80K0476 — 
PIM_156278 

ADAPTER KITS Sepim 


Geeiinpia 
Available 


by WINCHESTER 


ELECTRONICS 


> CONTINUED > 


1.800.463.9275 © newark.com 


CONNECTORS & ACCESSORIES 
APTERS 


RF COAX 


ADAPTER KITS (CONT.) 


Kits are in zippered leather cases and contain enough parts for hundreds of combinations of adapters. Feature 
machined brass and gold-plated bodies with gold contacts. Mfg. part no. ADPT1 commercial-grade universal 
adapter kit containing 30 pieces. Mfg. part no. ADPT2 broadcast-grade universal adapter kit containing 40 
pieces. Mfg. part no. ADPT3PA power adapter kit containing 8 pieces. Mfg. part no. ADPT4RP antenna 
universal adapter kit containing 42 pieces. 


Price Each 
Description Stock No. 1-4+ 


Broadcast-Grade Universal Kit - 40-Pcs, 2 Each Plugs & Jacks] 79K5546 —_ 
BNC, TNC, N, Mini-UHF, UHF, SMA, F, RCA, 8 Universal Adapters 


Mfg. Part No. 
@ ADPT2 


@ ADPT3PA_| Power Adapter Kit - 8-Pcs, 7/16 to N, N to N & 7/16 to 7/16 Adapters | 19P8198 = 
PIM_88002 
CANNON 50-OHM RoHS 
BETWEEN-SERIES AND IN- Seer vy 
SERIES ADAPTERS ITT éannen 
Meet MIL-C-39012 specifications. 
Convert Convert Impe- Price Each 
Mfg. Part No. From To dance Stock No. 1-9+ 
Straight Adapter 
@ 050-675-6705890 N Jack SMA Jack 50o0hm 90F2553 = 
@ 050-674-6700890 N Plug SMA Jack 50ohm 90F2548 = 
@ 050-674-6324990 SMA Plug SMA Jack 500hm 95F6353 17.97 
PIM_8721 
CANNON COAXIAL TERMINATORS 
Y 
| T T cannon 
nas G30 00 9ARE 055-939-9049AR6 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max | Stock No. 1-9+ 
50 ohm, Cable Mount, Right Angle Terminator 
055-939-9029AR6 Solder RG174/U, RG188A/U, RG316/U | 4GHz 95F6345 = 
50 ohm, PCB Mount, Right Angle Terminator 
055-939-9019AR6 Solder E 4GHz | 95F6344 = 
50 ohm, Surface Mount, Right Angle Temnaior 
@ 055-939-9069AR6 Solder 4GHz | 95F6349 = 
PIM_8722 
50-OHM TYPE N ADAPTERS 


iv & Johnson 
Gein 
Gee simpiat 
Available 


Fig. 1 Fig. 3 


© Meet MIL-PRF-39012 performance requirements MIL-STD-348 
© Designs are based on 500 system impedance per @ Operate at frequencies up to 11GHz min. 
Body material: brass. Contact material: beryllium copper. Contact finish: gold. 
Convert Convert Impe- Price Each 
Mfg. Part No. From To dance Stock No. 1-9+ 

Straight Adapter 

@ 138-4901-807 N Jack N Jack 50ohm 06M3395 26.50 
@ 138-4901-817 N Plug N Plug 50ohm 06M3396 36.31 
Straight Bulkhead Adapter 

@ 138-4901-407 | N Jack N Jack 50ohm 06M3394 31.51 


PIM_169727 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


RF COAX — ADAPTERS 


50-OHM BETWEEN-SERIES ADAPTERS S83%Gen Mcnch RF COAXIAL WITHIN-SERIES ADAPTERS (coWr) 
Available i A Price Each 
Jolson Mfg. Part No. ‘fom | TO ane StockNo. | 1-499 
Straight Bulkhead Adapter 
] @ 1209-13 N Jack N Jack 50ohm 50F 1453 = 
HI H @ 1209-12 N Jack N Jack 50ohm 50F 1452 ee 
a @ 1709-1 SHV Plug SHV Plug a 93F6329 60.20 
3 Fig. 4 @ KA-91-02 TNC Jack TNC Jack 50ohm 8er44i6 | 102.34 


| | [| PIM_8858 


Fig. 1 Fig. 2 
[ : i 
is HU | Fig. 7 = 50-OHM BNC COAXIAL ADAPTERS ) 
Fig. 5 Fig. 6 Fig. 8 Pomona 


500 adapters feature nickel-plated brass body, brass coupling nut, and gold-plated contact. Working voltage: - Geptinnian 
me Available 


500Vrms. Dielectric withstanding voltage: 1500Vrms. Durability: 500 cycles. Operating temperature range: 
-55°C to +85°C. 


Convert Convert Impe- Price Each 
Mfg. Part No. From To dance Stock No. 1-9+ 
Right Angle Adapter 
@ 142-0901-941 SMA Jack SMA Plug 50ohm 0101652 18.54 
Straight Adapter 
@ 134-1018-021 SMA Jack MCX Jack 50o0hm 83F6810 26.89 
@ 134-1018-031 SMA Jack MCX Plug 50o0hm 83F6811 40.90 6700 
@ 134-1019-171 SMA Jack MMCX Jack 50ohm 83F6802 36.06 Convert Convert Impe- Price Each 
@ 134-1019-181 SMA Jack MMCX Plug 50o0hm 83F6803 45.15 Mfg. Part No. From To dance Stock No. 1+ 
@ 142-0901-801 SMA Jack SMA Jack 50ohm 97F923 6.92 Right Angle Adapter 
@ 134-1012-041 SMA Jack SMB Plug 50o0hm 83F6807 47.24 @ 3534 BNC Jack BNC Plug 50ohm 39F3629 16.99 
@ 134-1018-001 SMA Plug MCX Jack 50ohm 83F6808 26.89 Straight Adapter 
@ 134-1019-151 SMA Plug MMCX Jack 50ohm 83F6800 45.15 @ 3283# BNC Jack BNC Jack sk 30F1401 8.39 
@ 134-1019-161 SMA Plug MMCX Plug 50ohm 83F6801 48.91 @ 3846 BNC Jack BNC Jack ss 39F3631 15.19 
@ 142-0901-821 SMA Plug SMA Jack 50ohm 08B930 13.98 @ 3847 BNC Jack BNC Jack 50ohm 89F363 32.99 
@ 142-0901-811 SMA Plug SMA Plug 50ohm 94F9933 13.19 3283 BNC Jack BNC Jack 50ohm 63W2730 8.39 
@ 134-1012-011 SMA Plug SMB Jack 50ohm 83F6804 34.61 @ 3844 BNC Jack TNC Plug 500hm 50F1474 27.99 
@ 134-1012-021 SMA Plug SMB Plug 50ohm 83F6805 29.34 @ 3286 BNC Jack UHF Plug 50o0hm 39F3635 23.99 
@ 134-1018-011 SMB Plug MCX Plug 50ohm 83F6809 42.24 @ 4119-50 BNC Plug BNC Jack i 35F1017 60.99 
Straight Bulkhead Adapter @ 4119-600 BNC Plug BNC Jack 6000hm 78B1736 97.99 
@ 142-0901-401 SMA Jack SMA Jack 500hm 97F922 11.38 @ 6700 BNC Plug BNC Jack, Jack 50ohm 61H3182 31.99 
PIM_33011 @ 3533 BNC Plug BNC Plug 50ohm 30F1414 6.39 
@ 3287 UHF Jack BNC Plug ais 39F3630 18.99 
50-OHM RF ADAPTER KIT cinch _Tee Adapter 
: @ 3284 BNC Jack BNC Jack, Jack 500hm 30F1409 26.99 
Johnson: @ 3285 BNC Jack BNC Jack, Plug te 30F1402 12.49 
=e Kis @ 4896 BNC Plug BNC Jack, Jack 50ohm 46F2208 26.99 
im pet Aden 
7 @ 6701 | BNC Plug BNC Jack, Jack 50ohm 61H3183 34.99 
kh a4 PIM_164461 


75-OHM BNC VIDEO BROADCAST ADAPTERS 


Pomona’ 


@ A variety of interfaces (SMA, N, BNC, TNC, UHF @ Packaged in a handy storage case with dividers to = 
© 71 adapters (in series, between series) keep parts organized 
Price Each 
: Mfg. Part No. Stock No. 1+ _ 
RF, Coaxial RoHS 
Compliant 

© 142-000-005 9418219 660.00 se Coote 
PIM_78141 6754 
RF COAXIAL WITHIN-SERIES ADAPTERS hand kX | N e S e 

bei 

by WINCHESTER org 


ELECTRONICS 


RoHS 
Geeeinoint 6705 
Avelaile Pomona BNC connectors are precision machined with tarnish resistant nickel plating and designed to 750 for 
your broadcast applications. 


Convert Convert Impe- Price Each 
Mfg. Part No. From To dance Stock No. i+ 
1209-13 Straight Adapter 
2029-17-9QD @ 6737 BNC Jack BNC Jack a 02J8339 5.59 
Price Each @ 6705 BNC Jack BNC Jack 750hm 61H3187 27.99 
Mfg. Part No. et oe eal Cec = 06744 BNC Jack BNC Jack 75ohm 0248344 6.99 
Right Angle Adapter @ 4119-75 BNC Jack BNC Plug 750hm 46F2212 104.99 
@ UG-27ClU N Plug N Jack 50ohm 44F8439 | 106.09 ©6740 BNC Plug BNC Plug 75ohm 02/8342 4.29 
Straight Adapter Tee Adapter 
@ 2029-17-9 QD BNC Jack BNC Jack 750hm 99K5547 = @ 6738 BNC Jack BNC Jack, Jack 750hm 0238340 7.99 
@ 6739 BNC Plug BNC Jack, Jack 750hm 02J8341 7.99 
> CONTINUED > > CONTINUED > 


400 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


CONNECTORS & ACCESSORIES 


RF COAX — ADAPTERS 


75-OHM BNC VIDEO BROADCAST ADAPTERS (CONT.) 50-OHM N COAXIAL ADAPTERS ® 
Convert | Convert Impe- [Price Each_ Pomona 
Mfg. Part No. From To dance Stock No. 1+ RoHS 
Y Adapter ee i q SeBerpiat 
@ 6754 BNC Plug BNC Jack, Jack 75ohm 02/8351 8.49 
PIM_164479 = 


50-OHM SMA RF ADAPTERS 


4956 


Convert Convert Impe- Price Each 
Mfg. Part No. From To dance Stock No. the 
‘=a eed Right Angle Adapter 
72966 © 3843 N Plug N Jack 500hm 77B2419 51.99 
Peete Tears Straight Adapter 
@ 3288 BNC Jack N Plug 50o0hm 39F3632 23.99 
@ 3535 BNC Plug N Plug 50ohm 89F364 27.99 
en © 4956 N Jack N Jack 50ohm 46F2209 42.99 
au @ 3841 N Jack N Jack 50ohm 44F5332 25.99 
@ 73046 N Jack TNC Plug 50ohm 08R6351 = 
© Bandwidth up to 18 GHz © Gold-plated beryllium copper Gee simon @ 73047 N Jack UHF Plug ast 08R6352 = 
i eteacmepy waicble — “@ 3842 N Plug N Plug Soohm | _S0F1475 | 26.99 
anvad Canied frapes Price Each Straight Bulkhead Adapter 
Mfg. Part No. From To dance Gis, | oe | @ 73045 N Jack N Jack 50ohm 08R6350 18.99 
Straight Adapter PIM_164269 
@ 72966 SMA Jack SMA Jack 50ohm 77M7291 14.19 
@ 72973 SMA Jack SMA Jack 50ohm 77M7297 22.99 ADAPTER AND ATTENUATOR KITS ® 
@ 72967 SMA Jack SMA RP Jack 50o0hm 77M7292 22.99 Pomona 
@ 72974 SMA Jack SMA RP Plug 50ohm 77M7298 14.19 as 
@ 72979 SMA Jack SMB Jack 50ohm 77M7302 18.99 Ose 
@ 72978 SMA Jack SMB Plug 500hm 77M7301 18.99 valene 
@ 72964 SMA Plug SMA Plug 50ohm 77M7289 12.99 
@ 72977 SMA Plug SMB Jack 50ohm 77M7300 13.99 
@ 72976 SMA Plug SMB Plug §0ohm 77M7299 13.99 
Tee Adapter 
@ 72968 SMA Jack SMA Jack, Jack 500hm 77M7293 22.99 
@ 72969 SMA Plug SMA Jack, Jack 50o0hm 77M7294 22.99 
PIM_164655 
SMA ADAPTERS 5510 


® 
Pomona Two versatile adapter kits that include all the connections and terminals you will need. Mfg. part no. 5510 
BNC/banana/binding post adapter kit contains one of each: BNC female-to-stacking double banana plug, BNC 
RoHS male-to-stacking double banana plug, BNC male-to-stackable binding posts, BNC female-to-stackable binding 
Geeeinpian posts, BNC female-to-female, BNC male-to-male, and a lightweight foam padded case. Mfg. part no. 5513 BNC 


Available attenuator kit contains five BNC 500 attenuators, one each: 3dB, 6dB, 10dB, 14dB and 20dB all packaged in 
a lightweight foam padded case. 
Price Each 
Mfg. Part No. Description Stock No. the 
5513 BNC Attenuator Kit 90F2366 = 
RF, Coaxial 
_ @ 5510 BNC / Banana / Binding Post Adapter Kit 90F2330 87.99 
Pomona SMA adapters are compact and durable, offering excellent electrical performance between DC to 18 PIM_8932 
GHz. 
Convert Convert Impe- Price Each UNIVERSAL ADAPTER KITS ® 
Mfg. Part No. From To dance Description Stock No. ‘he omona 
Right Angle Adapter 
@ 4282 SMA Plug SMA Jack Re ig 46F2214 23.99 Geptinpiat 
Straight Adapter pvaleble 
@ 4291 SMA Jack BNC Jack 50ohm ait 89F365 14.19 
@ 4289 SMA Jack BNC Plug 500hm i 35F1016 16.99 
@ 4299 SMA Jack N Jack 50o0hm a 89F369 31.99 
@ 4297 SMA Jack N Plug 50o0hm sty 89F367 31.99 
@ 4284 SMA Jack SMA Jack - ae 46F2213 17.19 
@ 4285 SMA Jack SMA Jack si Bulkhead 90F2942 27.99 
@ 4295 SMA Jack TNC Jack 50ohm ss 70B9318 35.99 5698 5748 
© 4293 SMA Jack TNC Plug 50ohm = 7782516 35.99 Mfg. part no.5698 kit allows users to make their own adapters combinations, such as SMA to BNC or BNC 
@ 4290 SMA Plug BNC Jack 50ohm 5 46F2210 16.99 to double banana plugs. Adapter's ends are joined with coupling nuts. Simply choose your combination. All 
@ 4288 SMA Plug BNC Plug 50ohm = 35F1009 19.99 connectors feature gold plated center contacts and silver plated bodies. Contains 2 each: BNC male, BNC 
SMAPI N Jack 50oh 89F368 = female, TNC male, TNC female, SMA male, SMA female, N male, N female; 4 intermediate couplers, 1 double 
@ 4298 ug a eum as 31.99 banana plug, 1 double banana jack. Mfg. part no. 5748 maxi kit contains 2 each: BNC male, BNC female, 
@ 4296 SMA Plug N Plug 50ohm - 89F366 27.99 TNC male, TNC female, SMA male, SMA female, N male, N female, UHF male, UHF female, mini UHF male, 
@ 4204 SMA Plug | TNC Jack | 50ohm ed 94F1533 17.19 mini UHF female, F male, F female, RCA male, RCA female; 6 intermediate couplers, 1 double banana plug, 1 
= double banana jack, 1 sampler. 
@ 4292 SMA Plug TNC Plug 50ohm a 98F2925 18.99 - 
Price Each 
PIM_164262 Mfg. Part No. Description Stock No. 1+ 
RF, Coaxial 
@ 5698 22-Pc. Universal RF/Coaxial Adapter Kit 50F841 aah 
@ 5748 41-Pc. Maxi Universal RF/Coaxial Adapter Kit 50F1552 503.99 
PIM_8931 
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CONNECTORS & ACCESSORIES 
RF COAX APTERS 


MULTI-RF DIRECT ADAPTER KIT 


® 


Pomona 


Consolidated kit includes most frequently used Multi-RF adapters including BNC/BNC, N/N, SMA/SMA, BNCIN, 
SMA/BNC, SMA/N, SMA/TNC. Precision-machined brass with nickel plating. Gold-plated center contacts. 
Packaged in a rugged, lockable, pistol-grip storage case. 


Price Each 
Mfg. Part No. Description Stock No. i+ 
72934 26-Pc. Multi-RF Direct Adapter Kit 74K0091 613.99 
PIM_88704 


F-TO-BNC BETWEEN-SERIES ADAPTER 
@ 100% Reliability and Performance 
@ True 750 Design 

© Return Loss Attributes 

@ Industry-Standard Strip Dimensions 


Mfg. part no. AD1300 F-to-BNC adapter for 
upgrading a low-performance F connection to a 
high-frequency BNC connection. Delivers carrier 
class performance from cable appliances. Ideal for 
HDTV set-top boxes, cable modems, direct-to-home 
satellite receivers, DVD players, VoIP telephone 
and other consumer appliances where signal 
degradation can affect performance. 


TROMPETER 


RF connectivity 


Convert Convert Impe- Price Each 
Mfg. Part No. From To dance Stock No. 1-9+ 
Straight Adapter 
@ AD1300 F Jack BNC Plug 750hm 06H1718 11.56 
PIM_73841 
RF TWINAX/TRIAX ADAPTERS :cinch 


JECTIMITY SOLUTIONS: 
oF 


TROMPETER 


RF connectivity 


& 


ADBJ20-E2-PL75 


gb 


@ Indicates RoHS Compliant A] Find Datasheets Online 


AMP RF CONNECTOR TERMINATION TOOLS 


58433-2 
220015-1 
For Use Price Each 
Mfg. Part No. With Stock No. 1-4+ 
Ratchet 
58433-2 AMP BNC& TNC RF Coaxial Connectors 50F1983 235.44 
354940-1 AMP Modular Plug Connectors 96F6512 138.36 
Ratchet, Crimp Tool, AMP Coaxial Connectors 
220015-1 AMP Coaxial Connectors 87F4025 6221.14 
Price Each 
Mfg. Part No. Description StockNo.| 1+ 
1424050-1 67C1648 | 707.65 
58425-1 97F8525 | 364.33 
58436-3 in 97F8529 Es 
91904-4 | Crimp Tool Die, for 354940-1 PRO-CRIMPER III - BNC COAXICON | 67C1663 | 885.86 
Connectors 
PIM_8341 
CRIMP TOOLS WITH DIE-SET Amphenol? RF 


47 series coax crimp tools utilize 
industry-standard crimp _die-set 
dimensions. Die-sets will terminate 
all popular coaxial cable. Full ratchet 
crimp action provides a complete crimp 
before tool releases. 


RoHS _ 
Compliant 
Available 


For Use Price Each 
Mfg. Part No. With Stock No. 1-4+ 
Ratchet 
@ 47-10070 RF Coaxial Connectors 67H5860 119.99 
47-10150 RF Coaxial Connectors 99H7396 119.99 
PIM_119514 
CTL SERIES HEX CRIMP TOOLS Amphenol® RF 


Commercial crimp tools come complete 
with tool handle and die set. Allows 


RoHS _ 
Compliant 
Available 


ADBJ20-E1-PL75 BN73 ADBJ20-E1-BJ79 Pao 
70 series twinaxial/triaxial adapt fiicaliysdedanad with tw ti tacts isolated § termination of most popular RG coaxial 
series twinaxial/triaxial adapters are concentrically designed with two concentric contacts isolated from bl las Twi ble for IBM 
each other, the center contact, and the shielding connection. They are used in digital data bus, MIL-STD-1553B syoteth SXUL00 nesiworle, eae 
(airborne/ground, primary/redundant) base-band circuits, and video pair applications (FLIR). Adapters do not 
require mechanical alignment for mating. Nominal impedance non-constant. Frequency range: 0-500MHz. 
Voltage rating: 400V (100V @ 70,000). Insulation resistance: S000MQ. Temperature range: -65° to +165°C. CTL Crimp Tool 
Convert Convert Impe- Price Each For Use Price Each 
Mfg. Part No. From To dance Description Stock No. 1-9+ Mfg. Part No. With Stock No. 1-4+ 
Straight Adapter Ratchet 
@ ADBJ20-E1-BJ79 | BNC Jack] — TRB Plug - 90B5852 77.50 @CTL-5 BNC, TNC, Mini UHF & N Type RF Coaxial Connectors 93F7589 92.42 
ADBJ20-E2-PL75 | BNC Jack] TRBPlug | 50ohm} Inner Shield Floating | 97B4161 | 100.30 @CTL-1 BNC & TNC RF Coaxial Connectors 93F1552 168.68 
ADBJ20-E1-PL75 | BNC Jack} TRBPlug | 50ohm | Outer Shield Floating | 51B1333 | 100.30 @CTL-2 BNC & TNC RF Coaxial Connectors 93F 1383 168.68 
Tee Adapter @CTL6 BNC & TNC RF Coaxial Connectors 93F7590 184.97 
BN73 TRB Plug | TRB Jack, Jack | its 91B3440 | 137.57 CTL-15 BNC RF Coaxial Connectors 82C1276 447.37 
PIM_176056 @ CTL-13 MMCX, MCX, SMA & SMB RF Coaxial Connectors 91F5099 261.54 
@CTL-3 N Type RF Coaxial Connectors 93F1384 168.68 
@CTL-9 SMA FF Coaxial Connectors 91F5098 183.07 
Custom Panel Meters — Call 800 859 1257 PIM_8210 


Choose your own colors, text, and company logo 
Custom scale, range and pointer types 
Analog/Digital Meters, Sensors, Controllers and more 


Email panelmeters@newark.com 


PIM_5624812 


402 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


PIM_5624783 


TWINHEX CRIMP TOOL SYSTEM Amphenol® RF 


a - *‘dija eae 
\\ 


TwinHex Crimp Tool 


Dies 
For Use Price Each 
Mfg. Part No. With Stock No. 1-4+ 
Hand 
@ 227-944 Amphenol FAKRA SMB RF Coaxial Connectors 57F3110 772.66 
Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 
227-1221-11 Crimp Die, BNC, TNC-CAV. A&B, UHF & SMA-CAV. A 57F3111 375.12 
227-1221-13 Crimp Die, BNC, TNC-CAV. A&B, UHF-CAV. A 57F3112 352.50 
227-1221-25 Crimp Die, N-CAV. A&B 61F1728 208.45 
227-1221-3 Crimp Die, SMA 51F3791 325.39 
PIM_8260 
COAXIAL CRIMP INSTALLATION TOOLS 
TROMPETER 
RF connec tivity 


RoHS 
Compliant 
Available 


CD3-21, CT4L 
010-0055 


RTIL 


Mfg. part no. CT5 crimp tool frame accepts CD3-21 crimp die set for hex sizes 0.255” and 0.290”; ordered 
separately below. 010-0055 8-point crimp tool for 75-ohm BNC and TNC plugs with center contact pin. RT1L 12” 
long BNC and TNC cable plug removal tool. 


For Use Price Each 
Mfg. Part No. With Stock No. 1-9+ 
BNC/TNC Removal Tool 
RT1L BNC Cable Plug 93B6470 34.22 
Crimp Die for 75-Ohm, Telco Grade 734 and 735 Cable 
@ CD3-19 Trompeter CT3, CT4, CT4L Hand Crimp Tools 96B0918 80.26 
Die Set Hex-Crimp 75-Ohm BNC 
@ CD3-21 CTA4L Crimp Tool Frame 95B1826 80.26 
Hand, 12-Pt. BNC Plug Center Contact Crimp Tool 
010-0098 BNC, Mini WECO RF Coaxial Connectors 98B8746 a 
Hand, 8-Pt. BNC Plug Center Contact Crimp Tool 
010-0055 RF Coaxial Connectors 95B3620 ts 
Hand Stripping Tool with Cassette Blades 
ST1/STC-F BNC Connector Cables 06C4069 101.64 
Miniature Twinax Positioner 
010-0044 M22520/1-01 Crimp Tool 06C4699 257.76 
Ratchet, Crimp Tool (Frame Only) 
@CT5 RF Coaxial Connectors 5417829 132.24 
PIM_49390 
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Improved header provides easy access to 
search, shopping cart and account info. 
Redesigned navigation groups products into 
convenient categories. 


New algorithms and search results design 
get you to the right products faster. 


Redesigned product pages feature key 
information like availability and price. 
New "find similar products" helps you 
find the products you need. 
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CONNECTORS & ACCESSORIES 


RF COAX — MINIATURE 


50- AND 75-OHM ZDC SERIES BNC CONNECTORS 


4“ Z - 
= AO @ 
a 


@ DC - 4GHz frequency range 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 
RoHS | 
Compliant 
Available 


® Gold-plated brass contacts (plugs) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


AMP 50-OHM BNC PLUGS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


= RoHS 
f= - Osa 
< “ Available 


© Durability: 50 cycles minimum © Operating temperature range: -55°C to +85°C 5414265-3 
© Gold-plated phosphor bronze contacts (jacks) 4-221265 
The connector interfaces are compatible with the requirements of MIL-C-39012 and MIL STD348A, and are 
therefore intermateable with products manufactured to these specifications. The crimp connectors utilize 5225974-5 
standard hexagonal crimp tools and die-sets. © Commerical Grade © Gold/Nickel Plating 
Cable Freq. Price Each Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-49+ Mfg. Part No. | Termination Types Max | Stock No. 1-9+ 
50 ohm, Cable Mount, Straight Jack 50 ohm, Cable Mount, Right Angle Plug 
@ 5-1634511-2 Crimp RG58, Essex 621-715 2GHz 78M7228 = @ 5225974-5 Crimp RG59, RGS9A, RG59B, RG62, RG62A,|4GHz| 16M3998 | 47.22 
50 ohm, Cable Mount, Straight Plug R628 
© 5-1634500-2 Crimp RGSS aGHz | 7eM7218 | 200 50 ohm, Cable Mount, Straight Plug 
@ 5-1634500-3 Crimp RG58, Essex 621-715 | 2GHz | 78M7219 = © 5414265-3 | _ Crimp RG5O 4GHe [RS2KU1 82) | eZorae 
© 5-1634500-1 Crimp RGI74 4GHz | _78M7217 = we 52270797] Crimp Rei 4GHz |MSRSi9/a ES 
@ 5-1634500-0 Crimp RG174 2GHz 78M7216 = @ 1-221265-1 Solder |RG59, RGS9A, fee RG62, RG62A, | 4GHz| 36K3739 = 
50 ohm, Panel Mount, Straight Bulkhead Jack pias 
@ 5-1634523-1 Crimp 7 4GHz 87K0402 2.60 = 
@ 5-1634504-1 Crimp fa 4GHz 78M7224 2.29 
50 ohm, PCB Mount, Right Angle Bulkhead Jack DECOUPLED BNC JACKS 
@ 5-1634556-0 Solder = 4GHz 78M7243 3.00 
50 ohm, PCB Mount, Right Angle Jack 
@ 1-1634613-0 Solder ss 4GHz | 89K7480 2.82 sala at 
© 1-1337542-0 Solder Z 4GHz | 78M7204 = Gee tinaian 
@ 1-1634612-0 Solder it 4GHz | 78M7210 = Avallable 
@ 1-1337543-0 Solder a 4GHz 63K9785 1.50 ‘ 
@ 1-1337494-0 Solder an 4GHz 78M7202 = 
@ 5-1634513-1 Solder Ae 2GHz 60M9860 ex 
50 ohm, PCB Mount, Straight Jack 
@ 1-1337541-0 Solder ane 4GHz 78M7203 = ® Built-in chip capacitors filter high-frequency noise ® Drop-in replacement for Tyco Electronics standard 
@ 5-1634503-1 Solder as 4GHz 78M7222 1.16 to panel ground BNC printed circuit board connectors 
@ 5-1634506-1 Solder 7 4GHz 78M7226 174 PC board mounting with vertical and standard or © One-piece design and robotic capacity to reduce 
low-profile right-angle configurations assembly time 
75 ohm, Cable Mount, Straight Jack © Cable mount bulkhead BNC version available,go  @ Standard clip style 
@ 5-1634514-0 Crimp RG59 4GHz 78M7230 — online or call 
75 ohm, Cable Mount, Straight Plug Freq. Price Each 
@ 5-1634502-2 Crimp RG59 4GHz 78M7220 = Mfg. Part No. Termination Max Stock No. 1-9+ 
75 ohm, Panel Mount, Straight Bulkhead Jack 50 ohm, PCB Mount, Right Angle Jack, Low Profile, 9400pF 1500VDC, Compliant Mounting 
@ 5-1634504-2 Solder i 2GHz | 78M7225 = Post 
75 ohm, PCB Mount, Right Angle Jack @ 5413515-8 Through Hole Right Angle it 55K3159 2G 
© 1-1634622-0 Solder iz 2GHz 78M7211 0.70 ann PCB Mount, Right Angle Jack, Low Profile, 9400pF 1500VDC, Standard Mounting 
lila Soe! i 26H2 | RLSMi2S oe © 5413515-2 Through Hole Right Angle 1GHz A2K7174 011 
75 ohm, PCB Mount, Straight Jack 50 ohm, PCB Mount, Right Angle Jack, Low Profile, ESD Protection, 7900pF 1500VDC, 
@ 1-1634629-0 Solder i 2GHz | 78M7213 = Compliant Mounting Post 
@ 5-1634503-3 Solder ans 2GHz 78M7223 = @ 5414651-3 Through Hole Right Angle 7" 49R2273 8.39 
For Use Price Each 50 ohm, PCB Mount, Straight Jack, 9400pF 1500VDC, Standard Mounting Post 
Mfg. Part No. Type With Stock No.| 1-1-49+ @ 5413476-2 Through Hole Vertical 1GHz 42K7173 11.48 
@ 1-1634816-0| Jam Nut BNC / TNC Connectors 78M7214 = PIM_178408 
@ 1-1634817-0 | Lock Washer | BNC / TNC Coaxial Connectors - PC Board} 78M7215 0.35 
Bulkhead Jacks 
jaan AMP 50-OHM BNC COMMERCIAL PC BOARD/PANEL = 
‘ MOUNT JACKS =TE 
RF/Coax Adapters AumHonzen DISTRIBUTOR 
Convert Convert Impe- | Price Each ‘ RoHS _ 
Mfg. Part No. From To dance Stock No. 1-49+ Gee tinoiat 
Right Angle Adapter —_£ 4 
@ 5-1634526-1 BNC Plug BNC Jack 50ohm 78M7235 4.62 
Straight Adapter Freq, Rnceleach 
@ 5-1634534-1 BNC Jack BNC Jack 50ohm 78M7238 1.54 Mig. Part No. Termination Max Guaitin, | os | 
Straight Bulkhead Adapter 50 ohm, Panel Mount, Right Angle Jack, Zinc Body Material, 30u” Gold Plated Center Contact 
© 5-1634530-1 BNC Jack BNC Jack 50ohm 78M7236 1.42 @ 5227677-1 Solder 4GHz 42K8704 6.40 
Tee Adapter 50 ohm, Panel Mount, Right Angle Jack, Zinc Body Material - Black 
@ 5-1634535-1 BNC Jack BNC Jack, Jack 50ohm 78M7239 3.23 @ 5227161-6 Solder 4GHz 42K8697 3.19 
@ 5-1634532-1 BNC Plug BNC Jack, Jack 50ohm 78M7237 2.63 50 ohm, PCB Mount, Right Angle Jack, Polyester, PBT Body Material - White 
PIM_5511714 @ 5226990-3 Solder 4GHz 16M3238 2.57 
@ 5226990-1 Through Hole Right Angle 4GHz 42K8691 3.57 
50 ohm, PCB Mount, Right Angle Jack, Zinc Body Material, 50u” Gold Plated Center Contact 
@ 5413879-1 Through Hole Right Angle 4GHz 42K8714 8.34 
50 ohm, PCB Mount, Right Angle Jack, Zinc Body Material, Tin Plated Center Contact 
@ 5227661-1 Through Hole Right Angle 4GHz 42K8701 3.68 
> CONTINUED > 
404 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


AMP 50-OHM BNC COMMERCIAL PC BOARD/PANEL MOUNT JACKS 
(CONT.) 


CONNECTORS & ACCESSORIES 
RF COAX — MINIATURE 


AMP 50-OHM BNC COMMERCIAL METALLIZED PC BOARD MOUNT JACKS 
(CONT.) 


Freq. Price Each Freq. Price Each 
Mfg. Part No. Termination Max Stock No. 1-9+ Mfg. Part No. Termination Max Stock No. 1-9+ 
50 ohm, PCB Mount, Right Angle Jack, Zinc Body Material - Black 50 ohm, PCB Mount, Right Angle Jack, Polymethylpentene Dielectric 
@ 5227161-2 Solder 4GHz 16M3240 4.52 @ 5413631-1 Through Hole Right Angle 4GHz 42K7182 9.64 
@ 5227161-9 Through Hole Right Angle 4GHz 42K8699 3.12 50 ohm, PCB Mount, Right Angle Jack, TEFLON Dielectric 
50 ohm, PCB Mount, Right Angle Jack, Zinc Body Material - White @ 5413631-2 Through Hole Right Angle 4GHz 42K8710 = 
@ 5227161-7 Solder 4GHz 42K8698 Bye 50 ohm, PCB Mount, Right Angle Jack, TPX Dielectric, Gold 
50 ohm, PCB Mount, Right Angle Jack, Zinc Body Material - White, Gold Plated Center @ 5414373-1 Solder 4GHz 16M4006 3.88 
Contact 50 ohm, PCB Mount, Straight Jack, TEFLON Dielectric 
© 5227161-3 Through Hole Right Angle 4GHz 42K8696 4.83 @ 5222006-1 Through Hole Vertical 4GHz 42K8686 4.76 
50 ohm, PCB Mount, Right Angle Jack, Zinc Body Material - White, Tin Plated Center Contact 50 ohm, PCB Mount, Straight Jack, VALOX Dielectric, Gold 
© 5227161-1 Through Hole Right Angle 4GHz 42K8695 4.48 © 52211232 Solder 4GHz 87K1027 149 
50 ohm, PCB Mount, Straight Jack, Polyester, PBT Body Material - Black © 5227699-2 Through Hole Vertical 4GHz 42K8706 2.10 
© 5227222-2 Through Hole Vertical 4GHz 65K4424 = 50 ohm, PCB Mount, Straight Jack, VALOX Dielectric, Silver 
50 ohm, PCB Mount, Straight Jack, Polyester, PBT Body Material - White © 5414305-1 Solder 4GHz 85K8340 =a 
© 5227222-3 a aot CEETEE 5.07 © 5222420-1 Solder 4GHz 16M3995 a 
© 5227222-1 Through Hole Vertical 4GHz 37K6999 4.38 © 5227699-1 Through Hole Vertical 4GHz 42K8705 3.70 
50 ohm, PCB Mount, Straight Jack, Zinc Body Material, Gold Plated Center Contact Bien 
@ 5227673-1 Solder 4GHz 42K8702 448 - 
50 ohm, PCB Mount, Straight Jack, Zinc Body Material, Tin Plated Center Contact 
@ 5227671-1 Solder 4GHz 42K7124 5.13 AMP 50-OHM BNC ACCESSORIES 
PIM_8236 


AMP 50-OHM BNC ADAPTERS 


ZTE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


221551-1 
222165-2 
5413592-2 
Convert Convert Impe- Price Each 
Mfg. Part No.| From To dance Description StockNo.|  1-24+ 
Right Angle Adapter 


@ 5414666-1 | BNC Jack} BNCPlug |50ohm|Polymethylpentene| 16M3270 = 


Dielectric, Gold 


222165-2 |BNC Plug} BNCJack |50ohm| TEFLON Dielectric, Gold | 89F2919 0.59 
329517 BNC Plug BNC Jack 50ohm| TEFLON Dielectric, Silver | 87F4023 es 
Straight Adapter 


@ 5414105-1 | BNC Jack} BNC Jack |50ohm|/Polymethylpentene| 16M4005 12.21 


Dielectric, Gold 
@ 221551-1 | BNC Jack BNC Jack 50ohm| TEFLON Dielectric, Silver 
Straight Bulkhead Adapter 


@ 5228226-3 | BNC Jack BNC Jack | 50ohm | Polyethylene Dielectric, 15u"| 42K7131 6.91 
Gold 


BNC Jack | 50ohm | Polyethylene Dielectric, 50u” | 42K7130 a 
Gold 


BNC Jack 50ohm| TEFLON Dielectric, Silver 


89F2897 


@ 5228226-1 | BNC Jack 


@ 330024 BNC Jack 
Tee Adapter 
@ 221988-1 | BNC Jack} BNC Jack, Jack | 500hm | TEFLON Dielectric, Silver 


44F8965 


89F2918 7.83 


@ 221543-2 | BNC Jack | BNC Jack, Plug} 500hm| TEFLON Dielectric, 30u”} 89F2924 81.32 
Gold 
@ 5413592-2 | BNC Plug | BNC Jack, Jack | 50ohm | Acetal Dielectric, 15u” Gold | 42K7180 (at 


PIM_8239 


AMP 50-OHM BNC COMMERCIAL METALLIZED PC BOARD 
MOUNT JACKS 


sys 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


5227699 


5221123-2 


> CONTINUED > 
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AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


9-227260-0 
1-329631-2 sane 
Price Each 
Mfg. Part No. Accessory Type For Use With StockNo. | 1-24 _ 
@ 330620 Insulating Bushing BNC Connectors 44F7883 0.35 
@ 1-329631-2 Jam Nut BNC Coaxial Connectors 94F4615 0.55 
@ 1-329632-2 Lock Washer BNC Coaxial Connectors 94F4616 0.44 
@ 9-227260-0 Lock Washer BNC Connectors 42K7938 0.38 


PIM_8327 


AMP 75-OHM RF MINI-BNC CONNECTORS 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


Commercial-grade 75-ohm Mini-BNC RF connectors offer small size, allow 40% more interconnects in a given 
area than standard BNC connectors. Coaxial-terminating types have hex crimp. 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 

75 ohm, Cable Mount, Right Angle Plug 

@ 1274566-3 Crimp RG179 2GHz 57J4726 = 

75 ohm, Cable Mount, Straight Bulkhead Jack 

@ 1274568-1 Crimp AT&T 735A 2GHz 574727 = 

75 ohm, PCB Mount, Right Angle Bulkhead Plug 

@ 1274584-1 Solder a 2GHz 574732 = 

75 ohm, PCB Mount, Right Angle Jack 

@ 1274572-1 Solder se 2GHz §7J4731 nas 

75 ohm, PCB Mount, Straight Jack 

@ 1274571-1 Solder i 2GHz 57J4730 3.63 
PIM_83240 


elementiu 405 


CONNECTORS & ACCESSORIES 


RF COAX — MINIATURE 


AMP 75-OHM COMMERCIAL BNC PLUGS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


AMP PRO-CRIMPER™ HAND TOOL (CONT.) 


— TE For Use Price Each 
ami Mfg. Part No. With Stock No. 1+ 
AUTHORIZED DISTRIBUTOR Ratchet 
Seperate 364940-1 AMP Modular Plug Connectors 96F6512 1138.36 
Available Ratchet, Crimp Tool, AMP 22-18AWG Contacts 
91388-1 AMP 4.2MM 22-18AWG Contacts 73M8245 298.37 
Ratchet, Crimp Tool, AMP 24-18AWG Contacts 
90872-1 | AMP 0.093 24-18AWG Contacts 1706833 342.73 
Price Each 
5413588-x 5413589-x Mfg. Part No. Description Stock No.}  1-1-4+ 
Straight or right-angle 75-ohm commercial-grade BNC plugs. Feature gold-plated center contact and nickel- 220189-3 For BNC/TNC 50 & 750hm Dual Crimp Connector applications | 66F3444 427.50 
plated body. Manufactured in accordance with requirements of MIL-C-39012, Class Il, Category B. Order mfg. : a 
part no. 354940-1 crimp tool and die sets separately 318451-2 For COAXICON BNC & TNC Commercial Connector applications | 50B549 410.00 
Cable Freq. Price Each PIM_8319 
Mfg. Part No. | Termination Types Max | Stock No. 1-9+ 
75 ohm, Cable Mount, Right Angle Plug AMP TWIN BNC CONNECTORS 
@ 5413588-2 Crimp RG59, RG59A, RG59B 2GHz | 16M3260 | 12.23 
@ 5413588-8 Crimp RG179, RG179A, RG179B, RG187,)2GHz| 16M3261 14.70 
RG1 87A AUTHORIZED DISTRIBUTOR 
75 ohm, Cable Mount, Straight Plug RoHS _ 
(@ 5413589-5 Crimp AT&T 728, Belden 8281, 9231 2GHz| 14M4384 Geptinaian 
@ 1-5221185-8 Crimp AT&T 735A 2GHz | 16M2665 4.23 ) S \ 
@ 1-5413589-0 Crimp AT&T 735A .. | 42K8644 ae \\ NX a 
@ 5221185-5 Crimp Belden 8281, 8281F, 9231, Gepco VP6000 | 2GHz| 16M3211 = wy iat y @ 
@ 5221185-1 Crimp RG6 2GHz | 42K8681 10.59 5332225-5 Peers 5332215 
@ 5221185-7 Crimp RG6, RGGA 2GHz | 11M0237 os Designed in accordance with MIL-C-39012 to meet stringent requirements of MIL-STD-1553 multiplex data 
@ 5221185-9 Crimp RG59 2GHz | 42K8684 3.81 bus. Plating (center contact/body): silver/nickel for mfg part nos. 332225-5 and 332342. Accommodates twin 
@ 5413589-1 Crimp RG59 2GHz | 16M3262 = conductor cable sizes, indicated below. Order hand tools separately. See Manufacturer and Product Index for 
lection of ial cable. 
© 5413589-9 | Crimp RG59, Belden 9240, 9250, 9260 _|2GHz| 42K7179 | See eee — 
@ 5221185-2 Crimp RG59, RG59A, RG59B 2GHz | 42K8682 = iat amie tats ae a5 
© 5413589-2 | Crimp RGS9, RGS9A, RG59B 2GHz| 42K9931 | ____- ae ey Sagi a aul bide eee : 
@ 5221185-8 Crimp RG179, a la RG187, | 2GHz| 42K8683 4.81 9533234 Crimp RG108, RG108A 16M3255 ma 
@5413589-8 | Crimp |RG179, RG179A, RG179B, RG187,|2GHz| 16M3263] 3.49 , Cable Mount, Straight Plug 
RG187A @ 5332225-5 Crimp RG108, RG108A 16M3254 27.83 
PIM_8329 50 ohm, PCB Mount, Right Angle Jack 
@ 5228686-1 Through Hole Right Angle 42K8708 nae 
AMP BNC COMMERCIAL-GRADE TERMINATOR PLUGS ce 
Adapters 
1.300" - 
(33.02) AUTHORIZED DISTRIBUTOR Convert Convert Price Each 
Oa : Mfg. Part No. From To Stock No. 1-9+ 
Compliant = 
Available Straight Bulkhead Adapter 
@ 5332215 BNC Jack BNC Jack 73K1658 = 
( gang ) PIM_5528426 
Diameter 


5221629-1 
Feature nickel finish body, gold finish brass center contact and polyethylene dielectric. 


Price Each 
Mfg. Part No. 1-499+ 
50 ohm, Cable Mount, Straight Plug, Without Tether Strap 
@ 5221629-4 16M3994 
50 ohm, Cable Mount, Straight Terminator, With Tether Strap 
@ 5221629-1 16M3993 ae 
75 ohm, Cable Mount, Straight Terminator, Without Tether Strap 
@ 5221629-5 16M3216 = 
75 ohm, Cable Mount, Straight Terminator, With Tether Strap 
@ 5221629-2 16M3215 = 


PIM_8320 


Stock No. 


17.60 


AMP PRO-CRIMPER™ HAND TOOL 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


354940-1 
@ Extra strength pivot pins for maximum durability 
@ Precision construction of durable high carbon steel 
@ Able to handle multiple wire and terminal sizes in 


Features: 
© Accepts interchangeable die assemblies 
@ Versatile, dependable and convenient 
© User adjustable ratchet control for complete one die set 

crimping cycle @ Emergency ratchet release 
PRO-CRIMPER™ hand tool frame with interchangeable die set, ordered separately below. This versatile and 
reliable crimping tool requires less hand force to accomplish the correct crimp connection. Easy-grip handles. 
The tool frame consists of two crimping jaws, an adjustable ratchet, spring actuated handles, two die retaining 
screws and an emergency ratchet release. This hand tool combines versatility of general purpose service tools 
with reliability and easy of use of many premium grade tools. 
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406 


50- AND 75-OHM BNC ADAPTERS 


112433, 112440 


112437, 112438, 112444 


RoHS _ 
Compliant 
Available 


112447 


112461 
112459 
© DC to 11GHz frequency range 
Convert Convert Impe- Price Each 

Mfg. PartNo. | From To dance Description Stock No. 1-24+ 
Straight Adapter 

@ 112445 BNC Jack} BNC Jack | 50ohm 92H4687 5.02 
@ 112446 BNC Jack BNC Jack 75ohm 09J8722 3.26 
@ 112447 BNC Plug BNC Plug 500hm 99H4401 11.83 


Straight Bulkhead Adapter 


@ 112437 BNC Jack BNC Jack 500hm Brass Contact 99H4395 6.39 
@ 112433 BNC Jack BNC Jack 50ohm | Phosphor Bronze Contact | 99H4391 9.68 
@ 112438 BNC Jack} BNC Jack | 75ohm ve 99H4396 3.04 
@ 112444 BNC Jack BNC Jack 75ohm Isolated 99H4400 2.14 
@ 112440 BNC Jack BNC Jack 750hm Isolated, Lock Ring 99H4398 9.42 
Tee Adapter 

@ 112459 BNC Jack | BNC Jack, Plug | 50ohm 89K6742 11.26 
@ 112461 BNC Plug | BNC Jack, Jack | 500hm 92H4684 3.39 

PIM_119498 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CONNECTORS & ACCESSORIES 
RF COAX — MINIATURE 


50- AND 75-OHM BNC JACKS Ben Amphenol? RF 50- AND 75-OHM BNC PLUGS (CONT) 
Boe Cable Freq. Price Each 
Mfg. Part No. | Termination Types Max | Stock No. 1-9+ 
50 ohm, Cable Mount, Straight Plug 
@ 112563 Crimp Belden 8214, 9913, 9914, LMR-400 | 4GHz | 99H4465 9.56 
a @ 112562 Crimp RG8, RG8A, RG213, RG393 4GHz | 99H4464 AIS 
412404 @ 112533 Crimp RG8X, Belden 7808A, LMR-240 4GHz | 99H4448 2165) 
112288-11 @ 112514 Crimp RG55, RG142, RG223, RG400 4GHz | 99H4431 3.23 
“zee @ 112116 Crimp RG5EC 4GHz | 994267 3.00 
q @ 112116RP Crimp RG58, RG141, RG303 4GHz | 89K6720 4.80 
@ 112132 Crimp RG174, RG188A, RG316 4GHz | 87H5613 4.78 
112424 112431 @ 112136 Crimp RG174, RG188A, RG316 4GHz | 99H4280 5.07 
@ 112516 Crimp RG178, RG196 4GHz | 99H4434 5.68 
— 112426 © 112512 Crimp RG316 4GHz | 9944429 | 3.28 
© DC to 11GHz frequency range © Gold-plated phosphor bronze contacts “e112551 | Solder | | RG402 | 4GHz | 99H4457 | 5.85 
Cable Freq. Price Each © 112552 Solder RG405 4GHz | 99H4458 2.05 
Mfg. Part No. Termination Types Max | StockNo.| _ 1-9+ 50 ohm, Panel Mount, Straight Bulkhead Plug 
50 ohm, Cable Mount, Straight Bulkhead Jack @ 112420 Solder e 4GHz | 99H4379 6.64 
@ 112505RP Crimp RGSSIU, RG142A/U, RG223/U, | 4GHz] 99H4425 = 75 ohm, Cable Mount, Right Angle Plug 
RMON @ 112179 Solder RG179, RG167, Belden 9221 | 1GHz | 99H4309 | 6.99 
@ 112234 Crimp RG174, RG188A, RG316 4GHz| 99H4336 7.42 75 ohm, Cable Mount, Straight Plug 
@ 112517 Crimp RG316 4GHz| 99H4435 2.99 @ 112556 Crimp ia 4GHz | 89K6753 3.34 
e280 sole Rows AGH: [ESO 761 RRTE © 112951 Crimp AT&T 734, 734A, Belden 1505A | 1GHz | 99H4558 | 2.99 
50 ohm, Cable Mount, Straight Jack 112950 | crimp | AT&1735, 735A, Belden 736A1_| 1GHz | 99H4557 | 3.61, 
@ 112513 Crimp RG55, RG142, RG223, RG400 | 4GHz| 99H4430 5.07 © 112565 Crimp Belden 1694A 1GHz | 99H4467 5.82 
@ 112144 Crimp RG58C 4GHz| 99H4286 4.90 @ 112508 Crimp RG6 1GHz | 99H4426 3.92 
e110 Gam RGI74, RGT8BA, RGS16__| AGH: |ASBREZESA IS @ 112519 Crimp RG6, Belden 9248, 1694A 1GHz | 99H4436 423 
50 ohm, Panel Mount, Straight Bulkhead Jack © 112507 Crimp RG5O 4GHz | 08H0102 344 
ete solder AGH2 |RSBESSU AG @ 112119 Crimp RG59, RG62, RG140, RG210 | 1GHz | 99H4270 | 3.76 
50 chm, Panel Mount, Straight Bulkhead Jack, isolated @ 112133 Crimp RG179, RG187, Belden 9221 | 1GHz | 37K6613 273 
@ 112431 Solder 4GHz| 99H4389 Sas) 
50 ohm, Panel Mount, Straight Bulkhead Jack, aol Ring For Use | Price Each_ 
@ 112426 Solder x 4GHz] 99H4385 1.68 Mfg. Part No. With Stock No. 1-1-4+ 
50 ohm, Panel Mount, Straight Flanged Jack 47025 Amphenol RF Coaxial Connectors 48W1814 170.75 
@ 112288-11 Crimp RG174, RG188A,RG316 | 4GHz| 89K6736| 7.66 PIM_119495 
50 ohm, Panel Mount, Straight Jack 
@ 112290 Solder “ 4GHz | 99H4353 3.04 HIGH PERFORMANCE TRUE 75 OHM CRIMP-CRIMP Am phenol® RF 
50 ohm, PCB Mount, Straight Jack BNC CONNECTORS 
@ 112536 Solder = 4GHz| 99H4450 6.18 é Vas " Gee simone 
50 ohm, PCB Mount, Straight Jack, PBT E 4 de . a TAK Available 
@ 112538 Solder es 4GHz | 99H4451 3.81 ) C) AR . * 
50 ohm, PCB Mount, Straight Jack, PTFE, TF-4 Post yQ : 
@412404 | Solder | GHZ} 99H4SES | 4.09 @ True 75 Ohm impedance end to end industry providers 
75 ohm, Cable Mount, Straight Bulkhead Jack © One piece spring alloy body/outer contact © Bayonet coupling provides a positive lock and 
@ 112235 Crimp RG179, RG187, Belden 9221 | 1GHz| 99H4338 8.68 © Strip/Crimp requirements consistent with all major allows for quick and easy connect/disconnects 
75 ohm, Cable Mount, Straight Jack Cable Freq. Price Each 
@ 112147 Crimp RG59, RG62,RG140,RG210 | 1GHz| 99H4289 5.05 Mfg. Part No. Termination Types Max Stock No. 1-9+ 
@ 112559 Crimp RG122, RG180, RG195, Belden] 1GHz] 99H4463 3.96 75 ohm, Cable Mount, Right Angle Plug 
1865A, 8218 @ 031-80901 Crimp | RG179, RG187 3GHz 88K0328 14.49 
@ 112161 Crimp RG179, RG187, Belden 9221 | 1GHz| 99H4296 6.07 75 ohm, Cable Mount, Straight Plug 
75 ohm, Panel Mount, Straight Bulkhead Jack @ 031-80109 Crimp Belden 1694A 4GHz 88K0324 7.83 
@ 112432 Solder 4GHz | 99H4390 2.29 @ 031-80102 Crimp Belden 8218 4GHz 88K0315 8.60 
75 ohm, PCB Mount, Straight Bulkhead Jack, 0. 062" PCB @ 031-80108 Crimp Belden 8281 4GHz 88K0323 =e 
@ 112740-13 | Surface Mount Straddle ah 4GHz| 65R6584 5.60 @ 031-80103 Crimp RG59 4GHz 88K0316 1.58 
PIM_119484 @ 031-80106 Crimp RG174, RG316 4GHz 88K0321 8.28 
a an ad: @ 031-80107 Crimp RG179 4GHz 88K0322 4.13 
50- AND 75-OHM BNC PLUGS SEaErein Amphenol® RF 20312000 Crimp RG179, RG187 4GHz 88K0313 11.14 
wallable Lt 


50-OHM ARC RUGGEDIZED CONNECTORS 


Cable Freq. Price Each 
Mfg. Part No. | Termination Types Max | Stock No. 1-9+ 31-6509 
50 ohm, Cable Mount, Right Angle Plug Geeinpiat 
@ 112596 Crimp Belden 7810A, 8214, 9913, LMR-400 4GHz | 99H4489 5.16 ~~ Available 
@ 112601 Crimp RG8X, Belden 7808A, LMR-240 4GHz | 99H4495 11.84 ny 
@ 112526 Crimp RGS55, RG142, RG223, RG400 4GHz | 99H4441 8.45 : r 
@ 112162 Solder RG58, RG58A, RG58C, RG141, RG303 | 4GHz | 07H7655 7.58 eb Sa a \ 
@ 112178 Solder RG174, RG188A, RG316 4GHz | 99H4308 8.06 aheaee 
50 ohm, Cable Mount, Straight Plug 31-6504 31-6506 
F ; @ Engineered for harsh conditions @ Frequency range: DC to 6GHz 

dale Crimp — 1OOMHz [RBBESES2 el @ Available in standard and reverse polarity © Gold plated contacts 
@ 112722 Crimp ass 4GHz_| 73R7731 = © Sealed to IP 67 in unmated and mated conditions 
@ 112597 Crimp Belden 7807A, LMR-200 4GHz | 99H4490 5.40 

> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 
RF COAX — MINIATURE 


50-OHM ARC RUGGEDIZED CONNECTORS (CONT.) RF/Coax Adapters (CONT.) 
Cable Freq. [Price Each _ Convert | Convert | Impe- Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ Mfg. Part No. From To dance Description Stock No. 1-9+ 
50 ohm, Cable Mount, Right Angle Bulkhead Jack Straight Adapter 
@ 031-6509 Crimp LMR-200 6GHz 53W7129 24.72 @ 31-70019 BNC Jack | BNC Jack | 75ohm ss 89F2869 13.42 
@ 031-6510 Crimp LMR-200 6GHz 53W7130 24.72 Straight Bulkhead Adapter 
50 ohm, Cable Mount, Right Angle Plug @ 31-70020 BNC Jack | BNC Jack | 750hm | Gold Plated Contact | 89F2870 35574 
@ 82-6489 Crimp LwR-400 | 6GHz | 54W0890 | 40.70 PMSS712.——— 
@ 31-6504 Solder LMR-200 6GHz 54W0255 23.51 
@ 31-6501 Solder LMR-200 6GHz 54W0253 26.73 ® 
50 ohm, Cable Mount, Straight Bulkhead Jack oN PSOeMAHIEs FER BETH EoDE Amphenol RF 
@ 031-6508 Crimp LMR-200 6GHz 53W7128 25.98 RoHS 
@ 031-6507 Crimp LMR-200 | 6GHz | 53W7127 32.30 Gee eimoint 
50 ohm, Cable Mount, Straight Jack 
@ 82-6517 Solder LMR-400 6GHz 54W0892 41.67 
@ 31-6506 Solder LMR-200 6GHz 54W0257 ess 
@ 31-6505 Solder LMR-200 6GHz 54W0256 22.46 
50 ohm, Cable Mount, Straight Plug ar RISES 
© 082-6553 Crimp LMR-400 | 6GHz | 53W7147 | 40.17 Impe- | Cable | Length ES 
@ 31-6499 Crimp LMR-200 6GHz 54W0252 22.70 Mfg. Part No. dance Type Imperial Color Stock No. 1-9+ 
@ 31-6502 Crimp LMR-200 6GHz 540254 22.88 AMC Right Angle Plug to AMC Right Angle Plug 
50 ohm, Panel Mount, Straight Bulkhead Jack @ A-1PL-081-050B2 50ohm 0.81mm 2 Black 11AC2514 0.64 
@ 82-6512 Solder LMR-400 6GHz 54W0891 24.76 @ A-1PL-081-100B2 50ohm 0.81mm 3.9" Black 11AC2515 3.46 
50 ohm, PCB Mount, Right Angle Bulkhead Jack @ A-1PL-081-150B2 50ohm 0.81mm 5.9” Black 11AC2516 3.70 
@ 901-10386 Through Hole Right Angle a? 3GHz 53W7573 eas @ A-1PL-081-200B2 50ohm 0.81mm 7.9” Black 11AC2517 3.84 
@ 901-10385 Through Hole Right Angle a 3GHz 53W7572 21.80 @ A-1PL-081-250B2 50ohm 0.81mm 9.9" Black 11AC2518 3.98 
@ 031-6528 Through Hole Right Angle Ri 3GHz 53W7132 32.14 @ A-1PL-081-300B2 50ohm 0.81mm 11.8" Black 11AC2519 0.81 
@ 031-6527 Through Hole Right Angle - 3GHz 53W7131 41.23 @ A-1PL-081-500B2 50ohm 0.81mm 19.7" Black 11AC2520 4.90 
50 ohm, PCB Mount, Straight Bulkhead Jack @ A-1PL-081-01KB2 50ohm 0.81mm 3.3ft Black 11AC2513 6.36 
@ 901-10387 Surface Mount Horizontal ea 3GHz 53W7574 7.09 AMC Right Angle Plug to Free End 
@ 031-6530 Surface Mount Horizontal a 3GHz | 53w7133 | 24.30 095-666-50056-5 | 50ohm | 1.13mm 14" ~__|_ 4ac7287 5.84 
PIM_210078 PIM_5698380 
RF/Coax Adapters 31 SERIES RFX™ 50-OHM AND 75-OHM BNC Amphenol® RF 
Convert Convert Impe- Price Each CONNECTORS 
Mfg. Part No. From To dance Stock No. 4-9+ \ mer = = Osa 
Straight Adapter ij / Available 
@ APH-NJ-MCXJ Nuack [MCX Jack 50ohm 53W7047 52.60 Fig. 2 
Straight Bulkhead Adapter t cms 
@ 901-10384 SMA Jack | BNC Jack 50ohm 53W7571 42.63 Fig. 4 a iy 
PIM_5511742 
Fig. 3 
Use with CTL series crimp tools. 
75-OHM CRIMP-CRIMP BNC Sees « Amphenol®RF = == — 
CONNECTORS anne Mfg. Part No. | Termination Types Max | Stock No. 1-9+ 
= a. = 50 ohm, Cable Mount, Straight Jack 
> -— td @ 31-317-RFX Crimp RG174, RG188A, RG316 4GHz | 3001216 6.02 
31-70000 50 ohm, Cable Mount, Straight Plug 
31-70018 31-70019 1.70000 @ 31-212-RFX Clamp RG59, RG62, oo RG210, | 4GHz | 93F1403 223 
Desire ren ecormitos Natwh Sed hyBNC wat aage BNC! poses “9 av sHOBRIX | _cGimp | __BAGEn00% LOO [|| fata 
For applications above 1GHz, manufacturer recommends BNC-T1. Order die sets separately online or call. @ 31-5558-RFX Crimp RG6 4GHz | 92B6424 4.28 
rene Find Price Each © 31-5909-RFX | Crimp RG8X, Belden 7808A, LMR-240 _[4GHz| 9588145] 9.14 
Mfg. PartNo. | Termination Types Max |StockNo.| — 1-9+ @ 31-320-RFX Crimp RG58, RG141 4GHz | 97B2386 3.01 
75 ohm, Cable Mount, Straight Plug @ 31-4541-RFX Crimp RG59 4GHz | 93F1429 7.34 
@ 31-70008-1000| Crimp AT&T 734A 4GHz | 93F1505 | 10.90 @ 68175-5RFX_| Crimp RG59 4GHz| 93F1395 | 3.53 
@ 31-71033 Crimp Belden 8218 4GHz| 93F1527 8.37 @ 31-321-RFX Crimp RG59, RG62, RG140, RG210, RG302 | 4GHz| 93F1419 5.05 
@ 31-71032 Crimp Belden 8281, 88281 4GHz| 93F1526 7.50 @ 68175-11RFX Crimp RG59, RG62, RG142, RG400 4GHz]| 93F1396 4.65 
@ 31-70000 Crimp RG6, Belden 9248, 1694A 4GHz| 89F2857 | 13.63 @ 31-315-RFX Crimp RG174, RG188, RG316 4GHz| 93F1416 | 3.76 
@ 31-71064 Crimp RG6DB 4GHz| 01F996 5.64 @ 31-242-RFX Crimp RG179, RG187 4GHz | 93F1414 4.72 
@ 31-71008-1000| Crimp |RG59, Belden 1426A, 1505A, 9100,)4GHz| 93F1517 | 7.22 @ 31-2-RFX Solder RGS5B, RG141, RG142, RG400 4GHz | 93F1398 3.96 
9278 @ 31-5137-RFX | TwistOn | RG58, RG58A, RGS8C, RG141, RG303 | 4GHz| 93F1432 4.19 
@ 31-71008-2000 Crimp RG59, Belden 88241, 82259, 89259 |4GHz} 93F1518 8.03 @ 31-5136-RFX Twist On RG59, RG62, RG140, RG210 4GHz | 93F1431 5.22 
@ 31-70008 Crimp RG59, RG62, Belden 8241, 8263, 8279, | 4GHz| 89F2858 15.23 75 ohm, Cable Mount, Straight Jack 
= ae @ 31-71014-RFX Crimp RG179, RG187, Belden 9221 4GHz | 93F1446 5.74 
@ 31-71008 Crimp RGS59, RG62, sie ca 8263, 8279, | 4GHz | 90F8483 6.89 75 ohm, Cable Mount, Straight Plug 
© 31-71013 Crimp RG179, RG187 4GHz| 90F8485 | _ 9.97 © 31-71000-RFX| Crimp RG6, Belden 9248, 1694A 4GHz| 93F1439 | 6.42 
© 31-70013 Crimp RG179, RG187 4GHz| 89F2863 | 19.23 @ 31-71008-RFX| Crimp | RG59, RG62, Belden 82M", 8263, 8279, ] 4GHz| 19M4827| 3.33 
@ 31-71003 Twist On RG59, RG62, RG71, RG140,RG210 | 4GHz| 93F1515 29.84 © 31-71013-RFX Crimp RG179, RG187 GHz) 93F1445 Aan 
75 ohm, Panel Mount, Straight Bulkhead Jack PIM ata 
@ 31-70018 Solder RGS58, RG59, RG179, RG316 4GHz | 89F2868 12.68 = 
PIM_8198 
RF/Coax Adapters 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 
RF COAX — MINIATURE 


31 SERIES RFX™ 50-OHM AND 75-OHM BNC Amphenol® RE 31 SERIES RFX™ 50-OHM AND 75-OHM BNC RIGHT-ANGLE PLUGS AND 
BULKHEAD JACKS GROUNDING LUG (CONT.) 
“wi Gee simpiat Cable Freq. Price Each 
Available Mfg. Part No. | Termination Types Max | StockNo.|  1-24+ 
50 ohm, Cable Mount, Right Angle Plug 
@ 31-335-RFX Crimp RGS58A, RG58C, RG141 4GHz | 93F7553 7.60 
75 ohm, Cable Mount, Right Angle Plug 
Use with CTL series crimp tools. @ 31-71010-RFX Crimp RG59, RG62, Belden 8241, 8263, 8279, | 4GHz| 73K1447 9.74 
Cable Freq. Price Each 9209 
Mfg. Part No. Termination Types Max | Stock No. 1-9+ For Use Price Each 
50 ohm, Cable Mount, Straight Bulkhead Jack Mfg. Part No. Type With Stock No. 1-1-9+ 
@ 31-342-RFX Crimp RGSB, RG141, RG142,RG223 | 4GHz | 93F1422 7.03 @ 31-10152-RFX Grounding Lug BNC Coaxial Connectors 93F1438 1.01 
@ 31-318-RFX Crimp RG174, RG188, RG316 4GHz | 93F1417 7.95 PIM. 8216 
@ 31-245-RFX Crimp RG179, RG187 4GHz | 93F1415 5.96 = 
@ 31-343-RFX Solder RG59, RG62,RG140,RG210 | 4GHz | 93F1423 6.89 
75 ohm, Cable Mount, Straight Bulkhead Jack BEX ENG ADAPTERS Amphenol® RF 
@ 31-71011-RFX Crimp RG59, RG62, RG140,RG210 | 4GHz | 93F1443 6.24 - 
@ 31-71016-RFX Crimp RG179, RG187, Belden 9221 | 4GHz | 93F1447 2.94 
PIM_8214 


31-216-RFX 


RoHS _ 
Compliant 
Available 


31 SERIES RFX™ BNC PANEL AND BULKHEAD = Amphenol®RF 


RECEPTACLES 
F 3 RoHS 
*) Ose 
. Available 


—— 


a ney 34-217-REX 31-218-RFX, 31-218-75RFX Siig 
Convert Convert Impe- Price Each 
Mfg. Part No. From To dance Stock No. 1-9+ 
31-10-RFX el eet Onn Right Angle Adapter 
Receptacles are front mount bulkhead, except mfg. part no. 31-203-RFX, which is front or rear mount panel. All @ 31-9-RFX BNC Jack BNC Plug 500hm 93F7576 9.26 
types are 500, except mfg. part nos. with suffix 75RFX, which denotes 750. Straight Adapter 
Cable Freq. Price Each @ 31-220G-RFX BNC Jack BNC Jack r 93F7596 12.83 
Mfg. Part No. Termination Types Max | Stock No. 1-24+ @ 31-219-RFX BNC Jack BNC Jack ae 93F1408 7.64 
50 ohm, Panel Mount, Straight Bulkhead Jack @ 31-220N-75RFX BNC Jack BNC Jack 750hm 93F1410 6.25 
@ 31-10-RFX Solder RG58, RG59, RG179, RG316 | 4GHz | 93F7577 3.70 @ 31-4803-75 BNC Jack BNC Jack 750hm 50B8959 21.45 
@ 31-221-RFX Solder RG58, RG59, RG179, RG316 | 4GHz | 92B6175 2.46 @ 31-216-RFX BNC Jack N Plug aie 59K0375 26.07 
50 ohm, Panel Mount, Straight Flanged Jack @ 31-28-RFX BNC Jack UHF Plug Pe 73K1432 44.53 
@ 31-203-RFX Solder RG58, RG59, RG179, RG316 | 4GHz | 93F1401 7.06 @ 31-218-RFX BNC Plug BNC Plug 50o0hm 93F1406 8.35 
75 ohm, Panel Mount, Straight Bulkhead Jack @ 31-218-75RFX BNC Plug BNC Plug 750hm 93F1407 9.85 
@ 31-221-75RFX Solder RG58, RG59, RG179, RG316 | 4GHz 93F1412 4.05 @ 31-217-RFX BNC Plug N Jack 2 73K1429 61.55 
PIM_8215 Straight Bulkhead Adapter 
ee — @ 31-220N-RFX BNC Jack BNC Jack 2 93F1409 6.96 
31 SERIES RFX™ BNC Amphenol® RF @ 31-4803-1101 BNC Jack BNC Jack 500hm 93F1482 22.64 
PC BOARD . p Tee Adapter 
RECEPTACLES @ 31-208-RFX BNC Plug BNC Jack, Jack 2 93F 1402 10.12 
RoHS @ 21900 BNC Plug BNC Jack, Jack 50ohm 51F3828 77.25 
Seber paces 
RFX™ RESISTOR TERMINATED BNC MALECAPS Am phenol® RF 
Feature gold-plated contacts except mfg. part no. 31-5329-51-RFX which has silver-plated contacts. BNC caps resistor terminated, 5% 1 watt. Impedance RoHS 
- available: 50, 75 or 93 ohms. Feature nickel-plated Geesinpia 
Cable Freq. | Price Each_ brass body, silver-plated brass male contact. Delrin Available 
Mfg. Part No. Termination Types Max | Stock No. 1-24+ dielectric material. 
50 ohm, PCB Mount, Straight Jack 
@ 31-5329-52RFX Solder RG58, RG59, RG179, RG316 | 4GHz | 93F7520 6:72. 
@ 31-5329-51-RFX Solder RG58, RG59, RG179, RG316 | 4GHz | 93F7519 2.84 Price Each 
75 ohm, PCB Mount, Straight Jack Mfg. Part No. Stock No. [ 4-24+ 
@ 31-5329-72RFX Solder RG58, RG59, RG179, RG316 | 4GHz | 93F7554 0.79 93 ohm, Cable Mount 
PIM_8219 @ 46650-93RFX 93F 1394 2.82 
For Use Price Each 
31 SERIES RFX™ 50-OHM AND 75-OHM BNC Amphenol®RF — _ wis.Partno. Type With Stock No. |) aaa 
RIGHT-ANGLE PLUGS AND GROUNDING LUG @ 46650-51RFX | Terminator, Coaxial BNC Connector 93F1392 3.55 
1 fot ant © @ 46650-75RFX | Terminator, Coaxial | 75 ohm BNC female receptacles | 93F1393 6.12 
Available PIM_8270 
31-10152-RFX 
31-71010-RFX 
Use with CTL series crimp tools. 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 
RF COAX — MINIATURE 


RFX™ BNC CONNECTORS 


peg RF 


RoHS _ 
Compliant 
Available 


50-ohm BNC plugs features miniature bayonet lock units. Crimp-type outer and press fit inner cable attachments. 
Nickel-plated brass body, gold-plated brass male contacts. Delrin dielectric material. Frequency range: 0-4GHz. 
Voltage rating 500V peak. Use with CTL crimp tools; order separately. 


Cable Freq. Price Each 
Mfg. Part No. | Termination Types Max | Stock No. 1-24+ 
50 ohm, Cable Mount, Straight Jack 
@ 36800-RFX Crimp RG58, RGS58A, RG58C, RG141, RG303 | 4GHz | 93F7573 4.04 


50 ohm, Cable Mount, Straight Plug 
@ 36650-3RFX Crimp RG58, Essex 621-715 4GHz 
@ 31-5556-RFX Crimp RG59 4GHz 


PIM_8275 


97B4392 3.96 
93F1433 5.08 


BNC ADAPTERS, CAPS, AND 
ACCESSORIES 


Sepiinoin Amphenol? RF 


Available 


31-9, 31-209 
I& 


31-8, 31-208, 31-2208, 
31-70036 


31-ON, 31-220H, 31-3220, 
31-4803, 31-70020 


47000 


31-6, 31-6-RFX, 31-17 35650-xx, 46650-xx, 4700-51 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


BNC ADAPTERS, CAPS, AND ACCESSORIES (CONT.) 


For Use Price Each 
Mfg. Part No.| Description Type With Stock No.|  1-1-9+ 
@ 31-5653 0.625” OD Lockwasher BNC Bulkhead | 93F7517 1.00 
Connectors 
@ 31-5652 1/2” Hex Nut BNC PCB Bulkhead | 93F7516 1.49 
Receptacles 
@ 46650-51 1W Resistor Terminated Plug]50 Ohm Female) 73K1466 22.87 
receptacles 
@ 46650-75 1W Resistor Terminated Plug]75 Ohm Female} 73K1467 13.53 
receptacles 
@ 31-17 With Chain Shorting Plug Cap BNC Plugs, CW-159/U | 73K1426 | 16.08 
@ 5275 Without Chain BNC Shorting Plug BNC Jacks 77B6348 17.70 
PIM_8279 


V-BITE® PC EDGE MOUNT BNC COAXIAL 
CONNECTORS 


by WINCHESTER 


ELECTRONICS 
361V504ET 


RoHS — 
Compliant 
Available 


361V504ER 361V504EFT 
© Low profile, 0.270" high FMS @ Patented V-Bite® snaps into PC board 
© Anti-rotational © Surface mount center contact 
@ VSWR 1.15:1 
Freq. Price Each 

Mfg. Part No. Termination Max Stock No. 1-9+ 
50 ohm, PCB Mount, Edge Launch Jack 
@ 361V504ET Solder 4GHz 80K0247 = 
50 ohm, PCB Mount, Edge Launch Jack, For Reflow Soldering 
@ 361V504ER Solder 4GHz | 80K6280 20.00 
50 ohm, PCB Mount, Edge Launch Jack, With Flange 
@ 361V504EFT Solder 4GHz | 80K0246 17.62 
PIM_88003 


75-OHM BNC BROADCAST 


=BOMAR 


ail eae leon PrcsEach. CONNECTORS FOR BELDEN CABLE 
Mfg. Part No. From To dance Description Stock No. 1-9+ by WINCHESTER 
Right Angle Adapter ELECTRONICS 
@ 31-9 BNC Jack} BNC Plug | 50ohm is 39F071 7.97 Sepirn ee 
/ompliant 
@ 31-209 BNC Jack} BNC Plug | 50ohm UG-306A/U 39F1071 22.75 Available 
@ 31-9-75RFX |BNC Jack} BNC Plug | 75ohm om 19C3356 6.95 
@ 31-9-75 BNC Jack} BNC Plug | 75ohm UG-306/U 01F992 10.68 
Straight Adapter 
@ 47000 BNC Jack} BNC Jack | 500hm UG-414/U 73K1469 | 82.14 
@ 31-219 BNC Jack} BNC Jack | 50ohm UG-914/U 39F1032 11.57 HBC1694A, HBC335R744 
@ 31-70019 BNC Jack} BNC Jack | 750hm a 89F2869 13.42 
@ 31-218 BNC Plug BNC Plug | 500hm UG-491A/U 39F1031 20.08 
Straight Bulkhead Adapter SBCI505A 
@ 31-220N BNC Jack] BNC Jack | 50ohm 39F1033 | 17.90 True 75-ohm BNC connectors fit all standard broadcast cables in addition to standard RG cables utilizing 
— = standard existing tooling. Made from precision machined brass, these rugged connectors maintain excellent 
@ 31-4803-RFX | BNC Jack) BNC Jack — | 50ohm | Isolated, 7 Se Plated | 19€3313 6.86 return loss in analog and serial digital applications. Precision matched for each cable. 
ontacl 
Price Each 
BNC Jack] BNC Jack 50ohm|Isolated, Silver Plated] 38F757 J Cable Freq. ——. 
eos ne e a baad oe al Mfg. Part No. Termination Types Max Stock No. 1-9+ 
@31-220H_ [BNC Jack] BNC Jack | 50chm| UG-492A/U, Pressurized | 90F6319 | 17.58 , Cable Mount, Straight Plug 
@ 31-3220 BNC Jack] BNC Jack | 50chm| UG-492D/U, Pressurized | 73K1434 | 25.50 @ HBC1505A Crimp Belden 1505A 3GHz 83K0825 5.32 
@ 31-70020 [BNC Jack] BNC Jack [75ohm| Gold Plated Contact | 89F2870 | 35.71 75 ohm, Cable Mount, Straight Plug 
@ 31-220N-75 [BNC Jack} BNC Jack |75ohm| Silver Plated Contact | 93F1472| 13.93 @ SBC1505A Crimp Belden 1505 1GHz 83K0829 8.00 
Tee Adapter @ SBC1694A Crimp Belden 1694A 1GHz 83K0830 8.00 
@ 31-8 BNC Jack | BNC Jack, Plug | 50ohm a 73K1448 | 27.98 @ SBC1855A Crimp Belden 1855A 4GHz 83K0831 8.00 
@ 31-208 BNC Plug | BNC Jack, Jack | 500hm UG-274A/U 39F1024 | 24.41 @ SBC7731A Crimp Belden 7731A 1GHz 83K0832 1.08 
@ 31-2208 BNC Plug | BNC Jack, Jack | 500hm UG-274B/U 39F1080 | 28.67 @ SBC8281 Crimp Belden 8281 1GHz 83K0835 5.76 
© 31-70036 | BNC Plug | BNC Jack, Jack | 75chm 88F4834 | 66.54 For Use Price Each 
For Use Price Each Mfg. Part No. With Stock No. 1-1- 
Mfg. Part No.| Description Type With Stock No. 4-4-9+ BDHD200 Bomar Shadow Series BNC RF Coaxial Connectors 26M8959 eee 
@ 31-6-RFX Dust Cap BNC Jacks 19C3347 5.42 PIM_87999 
© 31-6 Dust Cap BNC Jacks, CW-123/U | 39F1000 | 8.26 
@ 31-759 ] Lug BNC Front Mount} 39F1035 2.54 RF/Coax Adapters 
Bulkhead Jacks Price Each 
. 0.5W Resistor Terminated Plug]50 Ohm Female | 73K1454 Convert Convert Impe- e—= rr 
@shesy Sooner iareniye eons . 2538 Mfg. Part No. From To dance Stock No. 1-9+ 
@ 35650-75 0.5W Resistor Terminated Plug]75 Ohm  Female| 73K1455| 26.49 Straight Bulkhead Adapter 
receptacles @ HBC335R744 BNC Jack BNC Jack 750hm 83K0828 = 
@ 4700-51 | 0.5W, MX-554 | Resistor Terminated Plug]50 Ohm Female} 73K1468 | 35.49 PIM_5513158 
receptacles 
> CONTINUED > 
410 — Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


CONNECTORS & ACCESSORIES 
RF COAX — MINIATURE 


FRONT MOUNT ISOLATED BNC 75-OHM BNC CONNECTORS . 

BULKHEAD JACKS =SBOMAR ois molex 
eB t lock Li S RoHS 

by WINCHESTER 3 Bomtlockenuning ee Se 


BL Ee TRON Tes © Ideal for wireless and GPS 


RoHS icati 
Sepia application 
Available 


Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 
75 ohm, Cable Mount, Straight Bulkhead Jack, Mini 
@ 73171-2630 Crimp RG179 a 56R6459 J 
75 ohm, PCB Mount, Right Angle Jack, Black PBT Housing, 13.20mm Height 
@ 73100-0067 Through Hole Right Angle is ais 32M0732 sae 
These jacks are held into the panel by a hex-nut and lock washer. All units feature nickel plated, brass bodies, 75 ohm, PCB Mount, Right Angle Jack, Low Profile 
and gold phosphor-bronze contacts. @ 73171-0700 Through Hole Right Angle a3 4GHz 32M0751 — 
Price Each 75 ohm, PCB Mount, Right Angle Jack, White PBT Housing, 13.20mm Height 
Mfg. Part No. Termination Stock No. 1-24+ @ 73100-0069 Through Hole Right Angle i a 32M0733 = 
50 ohm, Panel Mount, Straight Bulkhead Jack PIM_90506 
@ 326R515 Solder 80K0189 9.64 
50 ohm, Panel Mount, Straight Bulkhead Jack, Red 75-OHM BNC BULKHEAD JACKS 
@ 326R515RD Solder 80K0192 = @ 
PIM_142227 HeceeTecirc 


RoHS _ 
DUAL BNC THREADED Se ron 
RIGHT-ANGLE PC JACKS — ; | MAR 
by WINCHESTER 


ELECTRONICS 


RoHS _ 
Compliant 
Available 


NBB75DFGB NBB7SDFG 


HTT) Price Each 
lll @ Mfg. Part No. Stock No. 1-9 
75 ohm, Panel Mount, Straight Bulkhead Jack 
wy @ NBB75FI-M 3409334 14.30 
36442595, 36442795, 364M2595 @ NBB75FI 2707974 10.14 
Contact material: Phosphor bronze. Contact finish: gold. 75 ohm, Panel Mount, Straight Flanged Jack 
Freq. Price Each @ NBB75DFI 2707968 8.33 
Mfg. Part No. Termination Max Stock No. 1-24+ @ NBB75DFIB 2707969 13.16 
50 ohm, PCB Mount, Right Angle Jack @ NBB75DFGB 2707972 = 
@ 364A2595 Solder 4GHz 80K0261 18.24 PIM_65993 
@ 364M2595 Solder 4GHz 80K0305 36.64 


75 ohm, PCB Mount, Right Angle Jack 50-OHM BNC COAXIAL CONNECTORS 


@ 36442795 Solder 1GHz 80K0265 19.16 Pomona 


For Use Price Each ate 
Mfg. Part No. Type With Stock No. 1-1-4+ - Geeeinpia 
BD36400 Hex Wrench Knurled Nuts 79K5736 = ¢ | Available 


PIM_88001 


50-OHM BNC COAXIAL PLUGS AND ADAPTERS = IX N G S ° 


by WINCHESTER 


be 


A 


6717 
= Sei 
Compliant 
Available 
KC-59-557-M06 
Cable Freq. Price Each 3840-50 
Mfg. PartNo. | Termination Types Max |StockNo.| 1-499+ Cai . Price Each 
5 able req. 
50 ohm, Cable Mount, Right Angle Plug Mfg. Part No. | Termination Types Max | Stock No. 1+ 
@ 756-19-7 Solder |RG55, RGS5A, RG5SB, RG142,] 4GHz | 20H0172) - - 
RG142A, RG142B, RG223 50 ohm, , Straight Terminator 
50 ohm, Cable Mount, Straight Plug © 3840-50 — = [500mHz 850928 13.29 
@ 755-114-9 Crimp RG58, RG141 4GHz | 7206548 a 50 ohm, Cable Mount, Right Angle Plug 
© 755-78-9 Crimp RG58, ROI 4GHz | 9285111 = @ 73061 Crimp RG58, RG141 4GHz | 08R6364 | 30.99 
© 755-112-9 Crimp RG142, RG223, RG400 4GHz | 65K4942 a @ 73042 Crimp RG174, RG188, RG316 2GHz_| 08R6347 | 12.39 
@ KC-59-557 Moe| Crimp | RG174, RG179A, RG179B, RG187,| 4GHz | 44F8478 | 30.42 50 ohm, Cable Mount, Straight Plug 
RG187A, RG188, RG188A, RG316 © 73043 Crimp RG8, RGO, RG11, RG213,RG214__ | 2GHz | 08R6348] 11.49 
@ 755-129-9 Crimp RG174, RG179, RG187,RG188 | 4GHz | 88K3075 | 20.04 © 5285 Crimp _| RG58, RGS8A, RGS8C,RG141,RG141A|__...__| 94F1515| 5.19 
@ KC-59-284 Crimp RG174, RG188, RG188A, RG316_| 4GHz | 94F5260 | 105.08 © 4488 Solder | RG58, RGSBA, RGSBC, RG141,RG141A,| | 44F5330| 5.99 
unas RG142, RG142A, RG142B, RG223 
- @ 5307 Solder |RG174, RG179A, RG179B, RG187,| .. | 94F1517| 15.19 
RG187A, RG188, RG188A, RG316 


> CONTINUED > 
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CONNECTORS & ACCESSORIES 


RF COAX — MINIATURE 


50-OHM BNC COAXIAL CONNECTORS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


BNC VIDEO BROADCAST CONNECTORS (CONT.) 


Cabl F Price Each Connectors and adapters for crystal clear digital video signals are designed to minimize Voltage Standing Wave 
Mfg. Part N Terminati 7 id Mar Stock N — Ratio (VSWR). Made from precision machined high quality brass permitting less signal loss. Center contacts are 
g atthe: ermminanon ypes ax DEK ING: plated with 20 micro inches of gold for better conductivity. 
50 ohm, PCB Mount, Right Angle Jack Price Each 
Solder aGHz_ | 61H3198 | 26.99 a Freq. a 
ec? - 2 Mfg. Part No. | Termination Types Max | Stock No. 1+ 
tls Through Hole Vert AGE2208 — 75 ohm, Bulkhead Mount, Straight Bulkhead Jack 
50 ohm, PCB Mount, Straight Flanged Jack @ 6741 Solder ia 3GHz | 02/8343 5.59 
S58 Solder eonz20 is) © 6745 Solder 1.5GHz | 0208345 | __7.39 
For Use Price Each 75 ohm, Cable Mount, Straight Plug 
Mfg, Part No. Type With Stock No. 1+ @ 6752A Crimp _| RG59, RG59A, RG59B, RG62, RG210 | 3GHz | 02J8350 7.39 
@ 5085 Shorting Cap BNC RF Coaxial Plug Connectors 50F1473 9:99 75 ohm, Panel Mount, Straight Jack 
@ 3839 Dust Cap BNC Jack 77B2417 5.19 © 6736 Solder 3GHz | 02/8338 8.49 
PIM_8803 75 ohm, Panel Mount, Straight Plug 
@ 6735 Solder 3GHz | 02/8337 7.39 
50-OHM BNC ATTENUATORS AND DIN ADAPTER ® 75 ohm, PCB Mount, Right Angle Jack 
omona @ 6718 Solder 4GHz | 61H3199 | 28.99 
75 ohm, PCB Mount, Straight Jack 
Soper © 6747 Solder [ sGHz | 0208347 | 5.59 
Available 7 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1+ 
@ 3840-75 Terminator, Coaxial BNC Coaxial 44F5326 26.99 
PIM_165079 


6257 
Convert Convert Impe- Price Each 
Mfg. Part No. From To dance Stock No. 1+ 
@ 4108-20DB BNC Plug BNC Receptacle 50ohm 10M4324 120.99 
@ 4108-10DB BNC Plug BNC Receptacle 500hm 10M4323 120.99 
@ 4108-3DB BNC Plug BNC Receptacle 50ohm 10M4325 120.99 
@ 4108-6DB BNC Plug BNC Receptacle 50ohm 10M4326 120.99 
Straight Adapter 
@ 6257 N Jack 7/16 DIN Plug 50ohm 02B1781 5 
PIM_90521 
75-OHM BNC PLUG AND ADAPTER Pomona 
Pr es 
Compliant 
Available 
—e ae 
5286 | ; 
1# 


This BNC plug and adapter is precision machined with tarnish-resistant nickel plating and designed to 75-ohm 
for broadcast applications. 


Cable Price Each 
Mfg. Part No. Termination Types Stock No. 1-24+ 
75 ohm, Cable Mount, Straight Plug 
@ 5286 | Crimp RG59, RG62, RG71, RG210 84F926 7.39 
PIM_90519 
RF/Coax Adapters 
Convert Convert Price Each 
Mfg. Part No. From To Stock No. 1+ 
Straight Adapter 
@ 5297 BNC Plug BNC Jack 46F2376 51.99 
PIM_5511759 


BNC VIDEO BROADCAST CONNECTORS & HS 


Rol 
Compliant ® 
Available 


6718 
6747 6703A, 6704A 
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412 


BNC CONNECTORS, 75-OHM DIGITAL 


SONNECTIVITY SOLUTIONS: 


TROMPETER 


RF connectivity 


RoHS — 
Compliant 
Available 


UPL2000 Series 
® Dielectric Withstanding Voltage: 1500VACrms 


® Voltage Rating: 500VACrms 

© Operational Frequency: Up to 6GHz 
UPL2000 series high-frequency, true 75-ohm BNC crimp plugs are designed to handle high bit-rate digital video 
signal transmissions in conjunction with low-loss coaxial cable used in broadcast applications. Deliver long-term 
field performance at high frequency for error-free transmission of digital signals over the entire bandwidth utilized 
by HDTV signal transport. Fully enclosed, heat-treated beryllium copper outer conductor spring improves EMI/ 
RFI suppression and reduces signal loss. Black nickel-finished shell with machined PTFE insulator for superior 
RF electrical performance. Captivated and locking center contact plated with 50” gold over nickel over copper 
over brass. Gold-flash palladium, nickel-plated beryllium copper outer contact. 


Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 
75 ohm, Cable Mount, Straight Plug 
@ UPL2000-D2 Crimp Belden 1505A 4GHz 88K2023 4.16 
@ UPL2000-D4 Crimp Belden 1694A 4GHz 88K2025 468 
@ UPL2000-D19 Crimp Belden 1855A 54K3548 Sie) 
PIM_49306 
BNC BULKHEAD JACKS cinch 
TROMPETER 
RF connectivity 
Spire - 
Compliant 
Available 
RIA PCB Bulkhead Jack Bulkhead Jack Adapter 


Launch the signal off the PC board in any direction through a bulkhead or motherboard. Reduce board space, 
cable bend and mating torque forces on the PC board. Mfg. part no. UBJ27 insulated bulkhead jack features 
heat-treated beryllium-copper contact with 50y” gold plating. Simple construction designed for fast and easy 
assembly. Close tolerances. Mfg. part no. UCBJ20F has a straight flange mount with 4 solder legs for torque 
support. Mfg. part no. UCBJFF20CP has a 45° flange mount with compliant pins for solderless installation and 
screw holes for mounting. Mfg. part no. UCBBJR229 has right-angle bulkhead mount with four legs and a “D” 
hole for torque and axial force. Mfg. part no. UCBJE20-1 has a side-launch card edge mount. Solders to the 
card edge traces. Reduces space requirements between daughterboards. Designed with solder slots to reduce 
insertion and return loss compared to solder legs. 


Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 
50 ohm, Panel Mount, Straight Bulkhead Jack 
@ BJ29-5 Crimp RG174 4GHz 96B8543 cos 
@ B27 Solder 4GHz 90B9531 15.58 
@BJ21 Solder ie 4GHz 90B5861 18.27 
50 ohm, PCB Mount, Right Angle Bulkhead Jack 
CBBJR26 Solder 4GHz | 90B3904 34.28 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


RF COAX — MINIATURE 


BNC BULKHEAD JACKS (CONT.) WRENCH CRIMP BNC PLUGS (CONT.) 
Cable Freq. Price Each Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ Mfg. Part No. Termination Types Max Stock No. 1-9+ 
50 ohm, PCB Mount, Right Angle Jack 50 ohm, Cable Mount, Straight Plug 
@ 6-0001-1 Through Hole Right Angle i 4GHz 67M9078 43.02 @ PL20-1 Crimp RG58, Essex 621-715 4GHz 50B8105 48.76 
75 ohm, Panel Mount, Straight Bulkhead Jack @ PL20-2 Crimp RG59 4GHz 06C3507 33.15 
@ UCBBJE20-1 Through Hole Vertical 4GHz 2204684 5.14 @ PL20-5 Crimp RG174 4GHz 50B8107 41.88 
75 ohm, Panel Mount, Straight Bulkhead Jack, Feed: Sehouphi Insulated @ PL20-3 Crimp RG223 4GHz 50B8106 17.76 
@ UBJ24! i 4GHz 46P4655 18.52 75 ohm, Cable Mount, Straight Plug 
75 ohm, Panel Mount, Straight Bulkhead Jack, Insulated @ UPL20-2 Crimp RG59 4GHz 0604440 20.30 
@ UBJ27 Solder 4GHz 96B2669 18.59 @ UPL20-5 Crimp RG174 4GHz 90B4196 74.81 
75 ohm, Panel Mount, Straight Bulkhead Jack, inauleted: Feed-thru, Overmold PIM_42270 
@ UBJ228 ol 4GHz 33C2642 12.89 —————— re 
75 ohm, PCB Mount, Right Angle Jack MIL-C-39012 TWINAXIAL WEATHERPROOF ® 
© 6-0008 Through Hole Right Angle a 4GHz | 6377126 | 10.16 COAXIAL CONNECTORS Amphenol® RF 
75 ohm, PCB Mount, Straight Jack 
— RoHS 
@ UCBJE20-1 Solder iis 4GHz 22C4690 11.88 Be ; - om let 
2 wailable 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-9+ 
@ UCCS-025-026 Splice Adapter | 75 Ohm, 500 MHz UCCS Applications | 3302662 21.45 
PIM_61570 Nonconstant impedance connectors for 78- and 95-ohm twin conductor cable. Improved shielding for use in 
balanced low level and high sensitivity circuits. 2 non-intermateable constructions available: BNC units (type 
numbers with prefix 31) are polarized contact design (1 male,1 female), 2 stud bayonet coupling, captivated 
RF/Coax Adapters contacts, 0-100Mhz, 100V peak voltage. Others polarized key/keyway construction, threaded coupling, 
BrcolEnchi 0-200MHZz, 500V peak voltage. 
Convert Convert Impe- ——— TRIAX WEATHERPROOF TRANSMISSION LINE COAXIAL 
Mfg. Part No. From To dance Stock No. 1-94 For maximum RF shielding, minimum noise radiation; in traxial cable where shielding better than 30dB. Non- 
Straight Adapter constant impedance; accept 75-ohm cable where impedance mismatch not critical. 
@ B28 BNC Jack BNC Jack 500hm 92B1854 ASISS: Cable Freq. Price Each 
@ UBJ28 BNC Jack BNC Jack 750hm §1B1357 24.53 Mfg. Part No. Termination Types Max Stock No. 1-4+ 
@ BU48 TNC Jack TNC Jack 50ohm 0601688 39.19 50 ohm, Cable Mount, Straight Plug 
PIM_5511748 @ 53175 Solder RG11 300MHz 39F3337 168.69 
@ 31-224 Solder RG108A 500MHz 39F1468 5.70 
75-OHM BNC PLUGS cinch @ 31-2743-11 So der RG307A 500MHz 3001202 = 
SMTETMTY SerTiS 50 ohm, Panel Mount, Straight Bulkhead Jack 
ae @ 31-223 Solder é 2GHz 39F1470 33.98 
ROME eTEn @ 34475 Solder ais 300MHz 73K1452 141.62 
1.192 4.030 Bir ic 50 ohm, Panel Mount, Straight Jack 
.976 +.030 —| /ompliant 
Es | Aone Avaliable @ 31-2225 Solder a5 500MHz 51F3819 24.77 
sel | x. 50 ohm, Panel Mount, Straight Plug 
me: : SF @ 31-2226 Solder RG108A 4GHz 46F1168 32.18 
ke CRIMP SLEEVE PIM_8200 
.593 DIA MAX 
RFX™ KEYED 90° TWINAX CONNECTORS Amphenol® RFE 


RoHS — 
Compliant 
Available 


BNC UPL220 Series 


Straight crimp plugs feature 50" gold-plated captive center contact pin. Spring-loaded coupling ring utilizes a 
beryllium-copper crescent washer. Full 0.50” machined crimp sleeve, 0.300” support ferrule with radial and axial 
grooves. NOTE: Mfg. part no. suffix (following dash) indicates cable group size. 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ Used principally in system 3X/400 applications for balanced line high sensitivity circuits. Normally used on 100- 
50 ohm, Cable Mount, Straight Plug ohm twinaxial cable. DC-200MHz with voltage rating of 500V peak. 3/4-20 thread. 
@ PL220-003 Crimp RG174, RG188, RG316 4GHz 06C3522 3.49 Cable Freq. Price Each 
75 ohm, Cable Mount, Straight Plug Mfg. Part No. Termination Types Max Stock No. 1-9+ 
@ UPL220-025 Crimp AT&T 734A 4GHz | 48F2755 2.50 , Panel Mount, Straight Bulkhead Jack 
@ UPL220-026 Crimp AT&T 735A 4GHz | 48F2756 5.24 @ 82-5590-RFX Solder 200MHz 93F1459 10.72 
@ UPL220-009 Crimp Belden 8218 4GHz | 48F2742 7.66 78 ohm, Cable Mount, Straight Plug 
@ UPL250-026 Crimp Lucent 735A 4GHz | 3302678 9.96 @ 82-5589-RFX Crimp RG22 200MHz 93F1458 6.20 
@ UPL220-017 Crimp RG6 4GHz 48F2749 1.56 PIM_8272 
@ UPL220-013 Crimp RG59 4GHz 48F2743 6.30 
@ UPL220-004 Crimp RG179, RG187 4GHz 48F2739 7.13 RF/Coax Adapters 
Price Each Convert Convert Impe- Price Each 
Mfg. Part No. Stock No. 41-1-9+ Mfg. Part No. From To dance Stock No. 1-9+ 
@ UAD258 33C2639 34.67 Straight Adapter 
PIM 42271 @ 82-5588-RFX Twinaxial Jack Twinaxial Jack 50ohm 93F1457 58.51 


PIM_5511755 


WRENCH CRIMP BNC PLUGS 
TRIAXIAL, PANEL MOUNT, AND 


inc 
“nomeeteR BULKHEAD CONNECTORS Soe Pomona’ 


RF connectivity 


RoHS _ 
Compliant 
Available 


aoe Westie n 


4160 


2447 
Pomona triaxial, panel mount, and bulkhead connectors feature bodies with tarnish resistant nickel plated brass. 
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CONNECTORS & ACCESSORIES 


RF COAX — MINIATURE 


TRIAXIAL, PANEL MOUNT, AND BULKHEAD CONNECTORS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


150 SERIES RF TWINAX/TRIAX CONNECTORS (CONT.) 


Cable Freq. [Price Each_ Cable Freq. | Price Each 
Mfg. Part No. Termination Types Max Stock No. 1+ Mfg. Part No. Termination Types Max Stock No. 1-9+ 

, Cable Mount, Straight Plug, Triaxial , PCB Mount, Right Angle Jack 
@ 3600 Solder Belden 9272 44F5331 85.99 CBJR157 Through Hole Right Angle 500MHz 48F2782 59.53 
, Panel Mount, Straight Bulkhead Jack, Triaxial , PCB Mount, Straight Jack 
@ 3580 Solder ib 500MHz 44F5327 72.99 CBJ157 Solder 500MHz 48F2781 36.82 
50 ohm, Cable Mount, Straight Plug, Triaxial CBBJ159 Through Hole Vertical 0601865 97.60 
@ 5056 Solder Belden 9222 500MHz 44F8849 — 78 ohm, , Straight Terminator 
50 ohm, Cable Mount, Straight Plug, Triaxial, 3-Lug TNGM1-1-78 50B8125 51.21 
@ 5218 Solder Belden 9222 500MHz 87F022 59.99 PIM_176058 
50 ohm, Panel Mount, Straight Bulkhead Jack 
@ 4160 Solder oi 39F3628 5.39 Dust Caps & Covers 
50 ohm, Panel Mount, Straight Bulkhead Jack, Hermetic Sie Price Each 
dat Soe = s LIBAN [S229 Mfg, Part No. Type With StockNo, | 4-9+ 
50 ohm, Panel Mount, Straight Bulkhead Jack, Isolated GND Brass Body 
© 3778 Solder vs os 30F1403 G39 @ RFI155-2 RFI Cap TRS Jack 90B4402 13.65 
50 ohm, Panel Mount, Straight Bulkhead Jack, Isolated GND, Valox Insulation pies 
@ 5148 Solder tis Ss 89F362 11.99 = 
50 ohm, Panel Mount, Straight Bulkhead Jack, Triaxial, 3-Lug 
5210 Solder — 500MHz 37F026 32.99 80 SERIES RF TWINAX CONNECTORS cinch 
50 ohm, Panel Mount, Straight Bulkhead Plug ee 
@ 4979 Solder as ee 89F370 14.99 TROMPETER 
50 ohm, Panel Mount, Straight Flanged Jack, 0.531” spaced mounting holes paper Sinn 
© 2451 Solder 7 2 39F3634 12.19 Gee tinpian 

50 ohm, Panel Mount, Straight Flanged Plug, 0.531” spaced mounting holes pale 

@ 2447 Solder its 30F1432 18.99 

Price Each 
Mfg. Part No. Description Stock No. 1+ 

@ 5298 Triax Jack to BNC Plug adapter, 2 lug 46F2377 51.99 PL80-7 

@ 5299 Triax Jack to BNC Plug adapter, 3 lug 46F2378 12.49 80 series twinaxial connectors are concentrically designed with 2 concentric contacts isolated from each other, 

@ 5290 Triax Jack to BNC triaxial Jack, 2 lug splice 46F2375 52.99 the center contact, and the shielding connection. They are used in digital data bus, MIL-STD-1553B (airborne/ 

S50 Tier PGE eka ato NN recente alignment or maing, Nomina inpodamne ron-oomgart. Feqlencyrenger GOOMEE. Valoge 

PIM_12741 rating: 500V (125V @ 70,000). Insulation resistance: 5000MO. Temperature range: -65° to +165°C. Cable 

retention force (min.) 65 Ibs. with 0.242-0.419" O.D. cable. 

150 SERIES RF TWINAX/TRIAX CONNECTORS cinch = Cable Freq. Brics\Eachy 
eratil debe Ht Mfg. Part No. Termination Types Max Stock No. 1-9+ 
belgie , Cable Mount, Straight Plug 

FROMPETER  “@PL80-7 Crimp TRC-50-2, TRC75-2 | S00MH2 | 51B1347 | 108.13 

PIM_176057 

Nei 
RF/Coax Adapters 
| Convert Convert | Price Each_ 
Mfg. Part No. From To Stock No. 1-9+ 
TRS Cable Plug 1553 Cable Plug TRS PCB Jack TRS Bulkhead Jack Straight Bulkhead Adapter 

RoHS @ BJ88 TRC Jack TRN Jack 92B4873 80.94 

Gee einsian PIM_5511729 


f 


Terminator 


TRS Bulkhead Receptacle 


150 series twinaxial/triaxial connectors are concentrically designed with 2 concentric contacts isolated from 
each other, the center contact, and the shielding connection. They are used in digital data bus, MIL-STD-1553B 
(airborne/ground, primary/redundant) base-band circuits, and video pair applications (FLIR). Field serviceable 
wrench crimp version for quick termination of cables up to 0.250” diameter. Tool crimp version requires hand 
tools for assembly (“C” in type number). Digits in type number following dash indicate cable/group size. 
Connectors do not require mechanical alignment for mating. Nominal impedance non-constant. Frequency 


AMP 50-OHM AND 75-OHM TNC CONNECTORS 


eS 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


range: 0-500MHz. Voltage rating: 400V (100V @ 70,000). Insulation resistance: 5000MO. Temperature range: 5227818-1 5225559-2 
-65° to +165°C. Cable retention force (min.) 40 Ibs. with 0.200-0.325" O.D. cable. 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 

,, Straight Plug taieo 

@ PL3455ACP-201 | Crimp 2MHz 98B3347 | 106.50 225551-6 

, Cable Mount, Straight Jack Manufactured in accordance with MIL-C-39012, Class Il, Category B. 

@PL3455ACS-221 [Crimp 039702 | 102.91 Cable Freq, Price Each 
, Cable Mount, Straight Plug Mfg. Part No. | Termination Types Max | Stock No. 1-9+ 

@ PL155AC-201 Crimp 5O00MHz | 48F2784 22.93 50 ohm, Cable Mount, Right Angle Plug 

@ PL155-47 Crimp 500MHz | 92B3418 27.53 @ 5225559-2 Crimp RGS58A, RG58C 11GHz | 16M3233 47.86 
@ PL455ACFLS-222 Crimp ads us 22C6084 | 103.64 @ 5225554-6 Crimp RG142, RG142A, RG142B 11GHz | 42K7119 54.84 
@ PL155-29 Crimp TWC-78-1, TWC-124-1A | 500MHz | 96B5742 30.71 50 ohm, Cable Mount, Straight Jack 

, Panel Mount, Straight Bulkhead Jack @ 5225557-6 Crimp RG142, RG142B 11GHz | 16M3232 54.80 

BJ157 Solder 500MHz | 48F2771 11.74 @ 5414168-3 Crimp RG174, RG188, RG316 7GHz 16M3268 4.13 
BJ150 Solder 500MHz | 48F2770 46.76 50 ohm, Cable Mount, Straight Plug 
, Panel Mount, Straight Jack @ 5225555-2 Crimp RG58A, RG58C 41GHz | 16M3231 14.78 
@ BJ157F-2C Solder 0601511 48.22 @ 5222506-1 Crimp RG58, RG58A, RG58B, RG58C | 7GHz 57K6380 exe 
> CONTINUED > > CONTINUED > 
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AMP 50-OHM AND 75-OHM TNC CONNECTORS (CONT.) 


CONNECTORS & ACCESSORIES 
RF COAX — MINIATURE 


50-OHM RFX™ TNC CONNECTORS (CONT.) 


Cable Freq. [Price Each Cable Freq. | Price Each 
Mfg. Part No. Termination Types Max | Stock No. 1-9+ Mfg. PartNo. | Termination Types Max | Stock No. 1-9+ 
50 ohm, Cable Mount, Straight Plug 50 ohm, Cable Mount, Straight Jack 
@ 5225555-6 Crimp RG142, RG142A, RG142B__|7GHz| 42K8690 | 21.56 @ 31-2374-REX | Crimp RG58, RG141 11GHz | 19¢3272 5.27 
@ 5-225345-6 Crimp RG142, RG142A, RG142B, 16M3161| 19.00 50 ohm, Cable Mount, Straight Plug 
RG400 © 31-6001-RFX | Crimp | Belden 7810A, 8214, 9913, LMR-400 | 11GHz | 95B8146 | 13.90 
@ 5222506-5 Crimp ue em ‘ oo 7GHz) 16M3217 | © 31-2367-RFX | __ Crimp RGSS, RG142A, RG223, RG400 | 11GHz |] 93F1427 | 2.69 
1-2055503 Crimp RG393 $9F2009 | 36.61 @ 31-2368-RFX Crimp RG59, RG62 11GHz | 19C3270 5.66 
50 ohm, PCB Mount, Right Angle Jack @ 31-2315-RFX Crimp RG174, RG188A, RG316 11GHz | 93F1426 4.05 
@ 5227839-1 | Through Hole Right Angle 4GHz] 179560 | 8.29 © 31-2242-RFX | _ Crimp RG179, REI? “GHz |BSSh14245 ERGs) 
50 ohm, PCB Mount, Straight Jack @ 79875-RFX Solder RG58, RG142A 11GHz | 93F1397 8.99 
© 5227818-1 Solder 4GHz| 16M3246 ae PIM_8217 
75 ohm, Cable Mount, Straight Plug 
@ 5221506-2 Crimp Belden 8281, 9231 7GHz| 10M9832 ae 50-OHM TNC SERIES RF MILITARY-GRADE ~~] | <| N G S . 
PIM_8242 PLUGS heed 


50- AND 75-OHM TNC CONNECTORS 


RI ee 
- iy = = 


122192 122408, 122372, 122108, 


LA 122116, 122410, 122393 


Amphenol® RF 


De® 


122398 


RoHS 
Compliant 
Available 


122375 


by WINCHESTER 


ELECTRONICS 


RoHS — 
Compliant 
Available 


KA-59-296 


@ K-Grip® crimp sleeve ® Voltage rating: 500Vrms 
@ Frequency range: 0 - 11GHz © Temperature range: -65° C to +165° C 


TNC straight and right-angle miniature plugs with threaded coupling withstands shock and vibration, ideal 


for harsh environments. Constructed of brass body with silver finish and feature gold-plated center contact. 
122426 Applications: airframe, missile, radar and precision electronic equipment industries. 
202117 5 

BES ° Cable Freq. | Price Each_ 

# DC to T1GHz frequency range stomp: Tange: 00°C 1010556 - Mfg. Part No. | Termination Types Max |StockNo.| 1-499+ 
_ Cable Freq. [Price Each = “50 ohm, Cable Mount, Right Angle Plug 

Mfg. Part No. | Termination Types Max |StockNo.| _ 1-9+ KA-59-318| Crimp |RG9, RG9A, RG9B, RG214, RG225,| 11GHz| 1785355 | 123.06 
50 ohm, , Straight Terminator RG393 
@ 202117 Z 99H6105 6.06 PIM_8864 


50 ohm, Cable Mount, Right Angle Plug 
@ 122140 Solder RG58, RG58A, RG58C, RG141, RG303 | 11GHz| 99H4733 7.40 
@ 122148 Solder RG174, RG188A, RG316 11GHz| 99H4740 9.08 
50 ohm, Cable Mount, Straight Bulkhead Jack 


50-OHM TNC CONNECTORS AND ADAPTERS 


Pomona’ 
_ RoHS 
~~ Compliant 
SSS Available 

é 


@ 122192 Crimp RG174, RG188A, RG316 11GHz| 86H2651 2.19 
50 ohm, Cable Mount, Straight Plug 

@ 122410 Crimp Belden 7807A, LMR-200 11GHz | 99H4888 4.04 
@ 122393 Crimp Belden 7810A, 8214, 9913, LMR-400 11GHz| 99H4865 10.81 
@ 122408 Crimp RG8xX, Belden 7808A, LMR-240 11GHz| 99H4883 5.55 
@ 122408RP Crimp RG8X, Belden 7808A, LMR-240 11GHz| 99H4884 Telit 
@ 122372 Crimp RG55, RG142, RG223, RG400 11GHz | 99H4845 3.57 


73053 


@ 122108 Crimp RG58, RG58A, RG5S8B, RG58C, RG141,} 11GHz| 13N5080 2.90 
: RG303, LMR195, Belden B7806A, 9907 @ Plugs have gold-plated brass contacts @ Jacks have gold-plated phosphor bronze contacts 
@ 122375 Crimp RG174, RG188A, RG316 11GHz| 994849 | _5.07 ane Freq, Price Each 
@ 122116 Crimp RG174, RG316, LMR-100 11GHz | 99H4716 4.20 Mfg. Part No. | Termination Types Max Stock No. 1+ 
© 122398 Crimp RG214 41GHz| 99H4873 | __ 11.95 50 ohm, Cable Mount, Right Angle Plug 
75 ohm, Cable Mount, Straight Plug © 73054 Crimp RG55, RG142, RG223, RG400 | 6GHz | 08R6359 12.99 
© 122426 Crimp RGS9 1GHz | 9944908 5.50 50 ohm, Cable Mount, Straight Plug 
For Use Price Each @ 73056 Crimp RG58, RG141 11GHz 08R6360 11.49 
Mfg. Part No. Type With Stock No. 1-1-9+ PIM_147912 
@ 202101 Dust Cap TNC Jacks 52M1718 4.81 
PIM_119512 RF/Coax Adapters 
Convert Convert Impe- | Price Each_ 
50-OHM RFX™ TNC CONNECTORS Am phenol® R F Mfg. Part No. From To dance Stock No. 1+ 
RoHS Right Angle Adapter 
ee — ee Geiasinpian © 73053 TNC Jack TNC Plu 50ohm 08R6358 35.99 
—_ vo 2 — == Available g - 
a— PIM_5511724 


Straight Crimp Jack 


Straight Crimp Bulkhead Jack 
© RFX suffix denotes commercial grade 


Straight Crimp Plug 


@ Impedance: 50-ohm 
@ Frequency range: 0-11GHz 


Price Each 
Stock No. 1-9+ 


Cable Freq. 
Mfg. Part No. | Termination Types Max 
50 ohm, Cable Mount, Right Angle Plug 

@ 31-5849-RFX Crimp Belden 7807A, LMR-200 
@ 31-6002-RFX Solder Belden 9913, LMR-400 
50 ohm, Cable Mount, Straight Bulkhead Jack 

@ 31-2389-RFX Crimp RG58, RG58A, RGS58C, RG141, RG303 | 11GHz | 96B4551 3.73 


@ 31-2301-RFX Solder 11GHz | 19C3268 5.74 


11GHz | 73K1445 6.19 
11GHz | 95B8147 8.22 
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Vendor Approved Modification 


Panel Meters and Switches designed to your specs 
Choose your own colors, text, and logo 
ISO certified lab with a Certificate of Conformance included with your order 


Email panelmeters@newark.com Call 800 859 1257 


PIM_5624798 
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CONNECTORS & ACCESSORIES 
RF COAX — MINIATURE 


WEATHERPROOF MINIATURE 5-AMP MHV 


henol® 
COAXIAL CONNECTORS Amphenol’ RF 


28100 


RoHS _ 
Compliant 
Available 


28175 
Bayonet-lock coupling units for voltage applications to 5000V peak at frequencies 50MHz. All are nonconstant 


impedance, with male contacts and TFE insulation. Temperature range: -65°C to +165°C. Mfg. part nos. 
27000 and 27025 receptacles rear mount units. Meet MIL-C-39012. Order tools and die sets separately; go 
online or call. 
Cable Freq. Price Each 

Mfg. Part No. | Termination Types Max | Stock No. 1-9+ 

, Cable Mount, Right Angle Plug 

@ 28100 Solder RG59, RG62, RG71, RG140, RG210 | SOMHz | 51F3815 28.76 

, Cable Mount, Straight Jack 

@ 27075 Solder RG59, RG62, RG71, RG140, RG210 | SOMHz | 51F3816 42.24 

, Cable Mount, Straight Plug 

@ 29100 Solder RG55, RG58, RG141, RG142 4GHz | 39F3334 27.39 

, Panel Mount, Straight Bulkhead Jack 

@ 10400 Solder 5OMHz | 51F3814 51.55 
@ 27025 Solder 50MHz | 39F3335 57.96 

, Panel Mount, Straight Jack 

@ 28175 Clamp RG59, RG62, RG140, RG210 50MHz | 73K1422 82.65 
@ 27000 Solder 50GHz | 73K1420 25.01 
50 ohm, Cable Mount, Straight Plug 

@ 28000 Crimp RG59, RG62, RG71, RG140,RG210 | 4GHz | 39F1322 23.19 
@ 27975 Solder RG59, RG62, RG71, RG140, RG210 | 5OMHz | 73K1421 45.73 

Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ 

@ 12650 Straight Adapter 51F3817 138.64 
PIM_8248 


SHV / MHV/ 10KV / 20KV HIGH VOLTAGE RF 
COAXIAL PLUGS 


=IKKINGS 


by WINCHESTER 


ELECTRONICS 


RoHS 
Compliant 
Available 


1705-1, 1705-2 
1705-14 


Mfg. part no. 1705-xx SHV style plugs outer contact ground connection is maintained through the center contact 
mating cycle. Center contacts prevent shock hazards when the connectors are unmated. Mfg. part no. 1705-14 
has conventional construction with crimp contacts. Mfg. part nos. 1705-1 and 1705-2 feature weatherproof 
K-Grip, Jr. construction with crimp contacts. Mfg. part no. KV59-xx MHV style plugs are a forerunner of the 


SHV series plug and are designed for the high-voltage applications of BNC connectors. They feature K-Grip Jr. 
construction with crimp contacts. Note: Not intermateable with BNC connectors. Mfg. part nos. 1065-1 QD and 
1065-2 are 10KV plugs and mfg. part no. 1765-1 is a 20KV plug. All feature special high-voltage interfaces, 
non-constant impedance, and K-Grip Jr. construction. Ideally suited for pulse applications. Operating voltage 
rating: 10kV DC or 20kV DC. 
Cable Price Each 

Mfg. PartNo. | Termination Types Stock No. 1-499+ 
, Cable Mount, Straight Plug 
@ 1065-2 Crimp ae 17B5421 = 
@ 1765-1 Crimp RG8, RG8A, RG11, RG11A, RG213 17B5453_ | 183.21 
@ 1065-1 QD Crimp RG58, RG58A, RG58C 98F991 29.87 
@ KV-59-37 Crimp RGS58, RG58A, RG58C, RG141 94B9910 40.70 
@ 1705-2 Crimp RG58, RG58A, RGS8C, RG141,RG141A | 46F6038 62.85 

1705-1 Crimp RG59, RG62, RG210 46F6039 41.37 
@ KV-59-23 Crimp RG59, RG62, RG210 66F3872 34.32 
@ 1705-14 Solder RG59, RG62, RG210 93F 4891 63.04 
Price Each 
Mfg. Part No. Description Stock No. 1-1-499+ 

@ 1709-3 T Adapter 98F4036 192.71 
PIM_8865 


416 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


50-OHM SMA JACK END CONNECTORS © 
~~ multicomp 


RoHS _ 
Compliant 
Available 


Specifications © Contact Resistance: 3 mQ 
@ Impedance: 50 0 ® Insulation Resistance: 5000 MQ 
@ Frequency Range: 0-18 GHz © Body: Brass - Gold Plated 
Gold plated center contact & body with Teflon insulation 
Freq. Price Each 

Mfg. Part No. Termination Max Stock No. 1-49+ 
50 ohm, PCB Mount, Straight Jack 
@ 19-70-TGG Solder 18GHz 42M 2864 2.38 
@ 19-70-4-TGG Solder 18GHz 42M 2866 Chee 
50 ohm, PCB Mount, Straight Jack, Square Base 
@ 19-70-1-TGG Solder 18GHz 42M2865 5.86 
PIM_116653 
50-OHM SMA JACK CONNECTORS multicomp 


0.512" 


RoHS _ 
Compliant 
Available 


0.236"" 


ONE, get 
a“ 8589-0842 
8589-0836 
8589-0844 
Cable Freq. Price Each 

Mfg. Part No. Termination Types Max Stock No. 1-49+ 
50 ohm, Cable Mount, Straight Jack 

@ 8589-0836 Crimp RG58, Essex 621-715 | 12.4GHz | 16N2718 9.55 
@ 8589-0835 Crimp RG174 12.4GHz | 16N2717 = 
@ MC23592 Crimp RG174, RG188, RG316 96M8876 2.39 
50 ohm, PCB Mount, Right Angle Bulkhead Jack 

@ 19-49-5-TGG Solder 26M6024 10.97 
50 ohm, PCB Mount, Right Angle Jack 

@ 8589-0842 Solder 16N2724 26.83 
@ 8589-0843 Solder 16N2725 — 
50 ohm, PCB Mount, Straight Jack 

@ 8589-0844 Solder 16N2726 = 
@ 19-46-1-TGG Solder 26M6022 5.67 
@ MC23586 Solder eS 96M8870 = 
@ SPC20113 Through Hole Vertical is 82K9793 1.66 
50 ohm, PCB Mount, Straight Jack, Square Base 

@ 19-70-1-TGG Solder 18GHz | 42M2865 5.86 
PIM_165109 


50-OHM SSMA SUBMINIATURE COAXIAL PLUG 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


® For semi-rigid cable ® Gold-plated beryllium copper contact 


© Gold-plated stainless steel housing @ TFE fluorocarbon dielectric 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 
, Cable Mount, Straight Plug 
@ 1045351-1 Solder RG405 38GHz 10H6834 23.99 
PIM_192097 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


50-OHM ZDC SERIES SMA CONNECTORS 


AUTHORIZED DISTRIBUTOR 


@ DC - 3GHz frequency range @ Durability: 50 cycles minimum 


Freq. Price Each 
Mfg. Part No. Termination Max Stock No. 1-9+ 
50 ohm, PCB Mount, Right Angle Jack 
@ 5-1814400-1 Solder 3GHz 78M7245 = 
50 ohm, PCB Mount, Straight Jack 
@ 5-1814832-1 Solder 3GHz 78M7270 ae 


PIM_108533 


50-OHM SMA PANEL CONNECTORS 


= Te 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


Fig. 2 
Price Each 
Mfg. Part No. Termination Stock No. 1-24+ 
50 ohm, Panel Mount, Straight Bulkhead Jack 
@ 1053086-1 Solder 18GHz 10H7129 102.43 
@ 1053111-1 Solder 18GHz 96M0588 ae 
50 ohm, Panel Mount, Straight Jack 
@ 2052-1215-02 Solder 18GHz 49H8301 eG 
@ 1052527-1 Solder 18GHz 96M0585 10.80 
@ 1052897-1 Solder 18GHz 3905926 19.16 
@ 1052566-1 Solder 18GHz 96M0586 6.08 
PIM_164442 
50-OHM SMA PC BOARD CONNECTORS 
AUTHORIZED DISTRIBUTOR 
RoHS 
Gee simpian 
7 Available 
1053354-1, 6274096-1 
1053392-1 
Freq. Price Each 
Mfg. Part No. Termination Max Stock No. 1-99+ 
, PCB Mount, Straight Jack 
@ 6274096-1 Solder 96M0688 23.40 
50 ohm, PCB Mount, Right Angle Jack 
@ 1053392-1 Solder 12.4GHz 96M0589 ney 
50 ohm, PCB Mount, Straight Jack 
@ 1053354-1 Through Hole Vertical | 12.4GHz 48F5715 dife39) 
PIM_164443 
AMP SMA COAXIAL PLUGS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


0g 
/ 


1051655-1 


227743-1 
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1.800.463.9275 © newark.com 


CONNECTORS & ACCESSORIES 
RF COAX — MINIATURE 


AMP SMA COAXIAL PLUGS (CONT.) 


Features Teflon® dielectric. Qualified to MIL-C-39012. Hand tools available separately; go online or call. 
Cable Freq. Price Each 
Mfg. Part No. | Termination Types Max | Stock No. 1-4+ 
, Cable Mount, Straight Jack 
@ 1050859-1 Solder RG405 18GHz | 10H7016 | 12.24 
, Cable Mount, Straight Plug 
@ 5447647-2 Crimp RG142, RG142A, RG142B, RG400 | 12.4GHz| 16M3272 — 
225532-3 Crimp |RG142, RG142A, RG142B, RG400, 89F4352 | 48.02 
Belden 84142 
225532-4 Crimp RG174, RG188, RG188A, RG316 is 89F4356 — 
@ 227743-1 Crimp RG402 18GHz | 89F4331 = 
50 ohm, Cable Mount, Right Angle Plug 
@ 1056456-1 Crimp RG58, RG141, RG303 12.4GHz| 07H8249 | 20.69 
@ 1052066-1 Solder RG188 12.4GHz| 48F5717 = 
50 ohm, Cable Mount, Straight Plug 
@ 1051655-1 Crimp RG316 12.4GHz| 26H3402 | 11.03 
@ 1050721-1 Solder RG174, RG188, RG316 18GHz | 10H7004 = 
@ 1051654-1 Solder RG188 12.4GHz| 07H7920 8.29 
@ 2001-5003-02}| Solder RG402 18GHz | 48F5707 9.45 
@ 1050770-1 Solder RG405 18GHz | 71M0784 1.88 
PIM_8251 
AMP SMA COAXIAL JACKS 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


221790-1 
221789-1 
Features Teflon® dielectric. Qualified to MIL-C-39012. Hand tools available separately; go online or call. 
Freq. Price Each 
Mfg. Part No. Termination Max Stock No. 1-9+ 

50 ohm, Cable Mount, Straight Bulkhead Jack 

@ 2056 0000 00 Solder 18GHz 07H8085 9.84 
50 ohm, Cable Mount, Straight Flanged Jack 

@ 1052523-1 Solder 18GHz 48F5711 = 
50 ohm, Panel Mount, Right Angle Bulkhead Jack 

@ 1052978-1 Solder 12.4GHz 73M8549 a 
50 ohm, Panel Mount, Straight Jack 

@ 1052902-1 Solder 18GHz 73M8548 = 
50 ohm, Panel Mount, Straight Jack, Gold Housing 

@ 1052552-1 Solder 18GHz 73M8546 7.35 
50 ohm, PCB Mount, Right Angle Jack 

@ 221790-1 Through Hole Right Angle 4GHz 89F2962 — 
@ 1053378-1 Through Hole Right Angle 12.4GHz 48F5716 = 
50 ohm, PCB Mount, Straight Flanged Jack 

@ 1052551-1 Solder 18GHz 48F5712 11.59 
50 ohm, PCB Mount, Straight Jack 

@ 221789-1 Solder 4GHz 89F4338 = 
PIM_169722 


HD-BNC HIGH-DENSITY BNC CONNECTORS AND 


® 
AGAPTERS Amphenol® RF 


a RoHS _ 
e Compliant 
GE Available 
. Vip 
NO NS 


HD-BNC Straight Cable Plug 


034-1024 


034-1018 


Smallest BNC in the Industry 

@ 51% smaller footprint than standard BNC, 39% 
smaller than Mini-BNC 

© Allows four times the density as the standard BNC 

© Bayonet positive locking coupling allows for quick 
and easy connect/disconnect 

HD-BNC high-density BNC connectors and adapters are engineered to enhance electrical and mechanical 

performance. Features the trusted, push-and-turn interface of a standard BNC, providing tactile feedback and 

a positive lock for quick and guaranteed mating. Uses the same cable prep and termination specifications of 

standard BNC connectors making their changeover seamless. Brass male contacts and beryllium copper female 

contacts, both plated with AmorPHous (gold). Nickel-plated beryllium copper outer contacts. Nickel-plated brass 

bodies and hardware except PCB connectors which are gold plated. Applications include broadcast, digital 
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@ True 750 impedance for higher performance and 
reliability 

© Fits traditional broadcast cable 

@ SMPTE compliant — Meets 292M and 424M 
standards 


CONNECTORS & ACCESSORIES 


RF COAX — SUBMINIATURE 


HD-BNC COAXIAL CONNECTORS AND CABLE 
ASSEMBLIES 


HD-BNC HIGH-DENSITY BNC CONNECTORS AND ADAPTERS (CONT.) 

video (HDTV), telco central office, instrumentation, DS3/DS4, custom cable assemblies, networking routing and 
switching, military/aerospace, medical equipment, and satellite headends. Voltage rating: 170Vrms. Frequency 
range: 0 to 6GHz. Dielectric withstanding voltage: 500V. Order assembly tooling separately below. 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


Amphenol® RF 


| Cable | Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-24+ 
75 ohm, Cable Mount, Straight Plug 
© 034-1025 Crimp Belden 1505A | 4GHz | 2511741 | 12.79 big? 
© 034-1017-300 Crimp Belden 1694A | 3GHz | 2511738 16.15 P 
@ 034-1027 Crimp Belden 1695A 4GHz 2571743 12.79 - 
@ 034-1026 Crimp Belden 1855A 3GHz 2571742 17.53 
75 ohm, PCB Mount, Edge Launch Jack : 
© 034-1018 Edge | 4GHz_|_ 2571739 9.46 Fig. 6 Fig. 7 30} RoHS 
75 ohm, PCB Mount, Right Angle Jack Fig. 5 Getimpian 
@ 034-1030 Through Hole Right Angle | [ 4.5GHz 2571744 = © Trusted bayonet style positive lock @ Recommended minimum pitch of 
75 ohm, PCB Mount, Straight Jack, 3 Leg, Round + VaWRotean tae Sndbinerecte (forall fee ai cinl indicator 
@ 034-1032 Through Hole Vertical a 8GHz 2571745 7.06 straight configurations) © Contact material: phosphor bronze (HD-BNC 
75 ohm, PCB Mount, Straight Jack, 4 Leg, Square © Recommended minimum pitch of 8mm for cables plugs); beryllium copper (HD-BNC jacks) 
© 034-1024 Through Hole Vertical [ 4.5GHz | 2571740 7.50 <5.4mm © Contact plating: gold 
PIM_192438 Cable Freq. | Price Each" 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 
: 50 ohm, Cable Mount, Right Angle Plug, Fig. 5 
Mating Tool @ 034-5012 Solder RG178 6GHz 90W0184 10.48 
| Price Each 50 ohm, Cable Mount, Straight Plug, Fig. 1 
_ ig Fart No. StockiNe: tsi © 034-5008 Solder RGS16 oGHz | S0W0182 | 8.56 
HD BNC Mating Tool #1 50 ohm, Cable Mount, Straight Plug, Fig. 2 
we 112000 apie! 138.02 © 034-5011 Solder RGI78 @GHz | 90W0183 | 959 
PIM_6511734 50 ohm, Cable Mount, Straight Plug, Fig. 3 
@ 034-5026 Solder RG405 6GHz 90W0190 8.36 
RF/Coax Adapters 50 ohm, Cable Mount, Straight Plug, Fig. 4 
Convert Convert Impe- [Price Each @ 034-5027 Solder 0.047” Semi Rigid | 6GHz 90W0191 eee 
Mfg. Part No. From To dance Stock No. 1-249+ 50 ohm, Panel Mount, Straight Flanged Jack 
Tee Adapter @ 034-5025 Solder 6GHz | 90W0189 8.07 
@ 034-1023 BNC Jack BNC Jack 750hm 2571431 55.33 50 ohm, PCB Mount, Right Angle Bulkhead Jack 
PIM_5511735, @ 034-5024 Through Hole Right Angle ie 6GHz | 90W0188 11.24 
50 ohm, PCB Mount, Straight Bulkhead Jack, Fig. 7 
uy ® @ 034-5013 Edge = 6GHz | 90w0185 11.86 
a SERIES ST SHn Seber thane Amphenol R F 50 ohm, PCB Mount, Straight Bulkhead Jack, Fig. 8 
- Gee tinoian © 034-5023 Through Hole Vertical 6GHz | 90W0187 344 
- = 7 Available 50 ohm, PCB Mount, Straight Jack, Fig. 6 
@ 034-5022 Through Hole Vertical 6GHz 90W0186 4.98 
PIM_210102 
901-9211 
es a SMP Straight Plug to SMP Straight Plu ® 
50-ohm SMA connectors are semi-precision connectors with electrical performance from 0 to 18GHz. Built in 9 g g 9 Am phenol R F 


accordance with MIL-C-39012. Applications include base stations, instrumentation, process control, Mil/Aero, 
telecom and PC/LAN. 


@ Impedance: 50 ohm, Nominal 
@ SMP Plug Material: BeCu, Gold Plating g 
@ Frequency : DC TO 20 GHz 


Cable Freq. Price Each 
Mfg. Part No. Termination Types Max | Stock No. 1-9+ P 
50 ohm, Cable Mount, Straight Bulkhead Jack 
@ 901-9610-1SF Solder RG55, RG142, RG223,}12.4GHz| 93F1351 26.29 
RG400 
@ 901-9610-3 Solder RG174, RG179, RG187,|12.4GHz| 90F8492 18.40 
RG188, RG316 

@ 901-9610-12SF Solder RG316DB 12.4GHz | 93F1353 18.72 y 

50 ohm, Cable Mount, Straight Jack “ 

© 901-9602-3SF Solder RG174, RG188A, RG316_|12.4GHz| 93F7605 | 78.36 XQ» Milex MaiCaple 

@ 901-9202-2A Solder RG405 18GHz | 93F7602 35.53 085 Conformable Cable 

50 ohm, Panel Mount, Straight Bulkhead Jack = 

Cable Price Each 

@ 901-9211 Solder 18GHz | 90F8493 34.72 Impe- Cable Length 
@ 901-9220 Solder 18GHz | 90F8495 23.19 Mfg. Part No. dance Type Imperial Stock No. 1-9+ 
@ 901-9841 Solder 12.4GHz| 83F6710 | 10.70 SMP Straight Plug to SMP Straight Plug 

@ 901-9220-SF Solder 18GHz | 93F1331 15.33 095-725-108M025 50ohm 0.085 Conformable 9.84" 14AC2315 43.05 
50 ohm, PCB Mount, Right Angle Jack 095-725-108M050 50ohm 0.085 Conformable 19.7" 14AC2316 51.41 
@ 901-143 hrough Hole Vertical 18GHz | 51F3841 20.18 095-725-108M075 50ohm 0.085 Conformable 29.53” 14AC2317 52.61 
@ 901-143-3 hrough Hole Vertical 18GHz | 83F6689 30.52 095-725-108M100 50ohm 0.085 Conformable 39.37" 14AC2318 56.08 
@ 901-143-4 hrough Hole Vertical 18GHz | 83F6690 38.30 095-725-108M200 50ohm 0.085 Conformable 78.74" 14AC2319 68.99 
50 ohm, PCB Mount, Straight Jack 095-725-108M400 50ohm 0.085 Conformable 157.48" 14AC2320 82.73 
@ 901-10003 Solder 18GHz | 19C5328 17.90 095-725-107M025 50ohm TFlex 405 9.84” 14AC2309 46.61 
@ 901-10019B Solder 18GHz | 08N5248 ee 095-725-107M050 50ohm TFlex 405 19.69” 14AC2310 57.57 
@ 901-144-4 hrough Hole Vertical 18GHz | 83F6693 16.33 095-725-107M075 50ohm TFlex 405 29.53” 144C2311 61.17 
@ 901-144-2 hrough Hole Vertical 18GHz | 83F6692 30.46 095-725-107M100 50ohm TFlex 405 39.37” 14AC2312 65.04 
@ 901-144 hrough Hole Vertica 18GHz | 98F1495 9.70 095-725-107M200 50ohm TFlex 405 78.74" 14AC2313 73.83 
PIM_176051 095-725-107M400 50ohm TFlex 405 157.48" 14AC2314 123.58 
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PIM_5723689 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CONNECTORS & ACCESSORIES 
RF COAX — SUBMINIATURE 


HD-BNC Straight Plug to BNC Straight Plug Amphenol® RE — CANNON 50-OHM SUBMINIATURE RF COAXIAL SMA CONNECTORS 
@ Impedance: 75 ohm, Nominal (CONT.) 
© Connector Material: Brass, Nickel Plating : 
© Frequency : DC TO 3 GHz > Cable Freq. | Price Each 
© Temperature Range : -30°C TO +75°C > Mfg. Part No. Termination Types Max Stock No. 1-9+ 
© HL-POT: 750 VRMS Ne 50 ohm, Cable Mount, Right Angle Plug 
% = @ 050-628-9188310 Crimp RG316 18GHz 90F2505 —_ 
™ ¢ 50 ohm, Cable Mount, Straight Plug 
SS SS, @ 050-622-9188310 _ Crimp RG316 18GHz 90F2499 46.44 
“A 50 ohm, PCB Mount, Right Angle Jack 
N @ @ 050-653-0000310 Through Hole Right Angle is 18GHz 95F6334 94.79 
PIM_8718 
Cable Price Each 
Impe- Cable Length 
Mfg. Part No. dance Type Imperial Stock No. 1-9+ 50-OHM SMA REVERSE POLARITY CONNECTORS Geng 
HD-BNC Straight Plug to BNC Straight Plug Available 
095-850-131M025 750hm Belden 1694A 9.84" 14402332 31.92 Johnson 
095-850-131M050 75ohm Belden 1694A 19.69” 14402333 34.39 
095-850-131M075 750hm Belden 1694A 29.53” 14AC2334 36.12 
095-850-131M100 75ohm Belden 1694A 39.37" 14402335 7.82 
095-850-131M200 75ohm Belden 1694A 78.74" 14AC2336 45.01 
095-850-131M400 750hm Belden 1694A 157.48" 14AC2337 51.43 dace lol 
095-850-130M025 750hm Belden 1855A 9.84” 14AC2321 29.16 442-4403-001,142-4404-001 
095-850-130M030 750hm Belden 1855A 11.81” 14402322 29.62 142-4701-201 142-4304-401, 142-4307-401 142-4407-001 : 
095-850-130M050 75ohm den 1855A 19.69" 14AC2323 31.92 @ Frequency range: 0-18GHz depending on © Gold-plated beryllium copper contacts (plugs) 
095-850-130M075 750hm den 1855A 29.53” 14AC2324 33.46 connector ; © Brass bodies with gold or nickel plating 
095-850-130M100 75ohm Belden 1855A 39.37" 14AC2325 35.76 ° Gold-plated brass contacts (jacks) © Temperature range: -65°C to +165°C 
095-850-130M125 75ohm Belden 1855A 21" T4AC2326 ae ileal saa connectors employ female contacts in the plug connector and male contacts in the jack 
095-850-130M150 75ohm Belden 1855A 59.05" 14AC2327 40.41 ene Freq, Price Each 
095-850-130M200 7Sohm Belden 1855A 78.74" 14AC2328 43.97 Mfg. Part No. | Termination Types Max | Stock No. 1-9+ 
095-850-130M300 75ohm Belden 1855A 118.11" 14AC2329 51.57 50 ohm, Cable Mount, Right Angle Plug 
095-850-130M400 75ohm Belden 1855A 157.48" 14AC2330 59.93, @ 142-4403-101 Solder RG161, RG174, RG188, RG316 12.4GHz | 0101691 13.89 
095-850-130M500 750hm Belden 1855A 196.85” 14A4C2331 63.09 50 ohm, Cable Mount, Straight Bulkhead Jack 
PIM 5723680 @ 142-4307-401| Solder RG58, RG141, RG303 12.4GHz| 01C1685 | 12.53 
rn @ 142-4304-401 Solder RG188, RG316 12.4GHz | 0101683 8.75 
Cable Assemblies 50 ohm, Cable Mount, Straight Plug 
Cable Price Each @ 142-4407-001| Solder RG58, RG141, RG303 12.4GHz| 01¢1697 | 4.39 
Impe- Cable Length ar @ 142-4403-001 Solder RG161, RG174, RG188, RG316 12.4GHz | 0101689 5.15 
Mfg. Part No. dance Type Imperial | Color _|EStOCKINOSS MIs @ 142-4404-001| _ Solder RG188, RG316 12.4GHz| 0101693 | __9.06 
HD-BNC Straight Plug to BNC Straight Plug 50 ohm, PCB Mount, Straight Jack 
.095-850-130-006" | fol RG 6 | Black | REWOISZa at © 142-4701-201| Solder [RG58, RG142, RG316, LMR 100, LMR] 124GHz] 0101713] 6.44 
@ 095-850-130-012 75ohm RG59 tft Black 90W0193 34.71 195, LMR 200, LMR 240 
@ 095-850-130-018 750hm RG59 18° Black | 90wW0194 | 30.89 PIM_110572 
@ 095-850-130-036 75ohm RG59 3ft Black 90W0195 31.08 
HD-BNC Straight Plug to BNC Straight Plug, Crimp a ® 
@ 095-850-131-006 75ohm Belden 1694A 6" Black 90W0196 30.82 a0-OFM SM CONNECTORS Am p henol R F 
© 095-850-131-012 | 75ohm | Belden 1694A ‘ft Black | 90W0197 | 32.16 Getinpian 
@ 095-850-131-018 750hm Belden 1694A 18 Black 90W0198 33.51 Available 
@ 095-850-131-036 750hm Belden 1694A 3ft Black 90W0199 36.06 
PIM_5511743 
RF/Goax Adapters 73391-0230 73251-2201 
Convert Convert Impe- | Price Each ® DC to 18 GHz applications 
Mfg. Part No. From To dance Stock No. 1-9+ © Space-saving vertical mating © |deal for wireless and GPS applications 
Straight Adapter © Threaded coupling for vibration intensive 
@ APH-HDBNCJ-SMAJ BNC HD Jack | SMAJack | 50ohm | 90w0180 26.36 Cable Freq. Price Each 
@ APH-HDBNCP-SMAP BNCHD Plug | SMAPlug | 50ohm | g90W0181 | 29.63 Mfg. Part No. Termination Types Max_|iStockiNo} ios 
PIM_5511744 50 ohm, Cable Mount, Right Angle Plug 
@ 73251-0211 Crimp RG174, RG179, RG187,| 18GHz| 32M0768 ex 
RG188, RG316 
CANNON 50-OHM SUBMINIATURE RF a © 73391-0230 Crimp RGI74,_RG179,__RG167,| 18GHz| 56R6544 | 5.30 
COAXIAL SMA CONNECTORS 4 RG188, RG316 
| T T cannon 50 ohm, Cable Mount, Straight Plug 
RoHS _ @ 73251-0450 Crimp RG174, RG188,RG316 =| 18GHz| 2414273 es 
eB roi 50 ohm, PCB Mount, Right Angle Jack 
@ 73100-0114 | Through Hole Right Angle 23 ae 32M0739 6.24 
@ 73251-2201 | Through Hole Right Angle ae ae 25R3800 10.19 
050-607 r @ 73100-0115 | Through Hole Right Angle we oe 39M4958 4.17 
@ 73251-2200 | Through Hole Right Angle a 2 56R6514 4.85 
50 ohm, PCB Mount, Straight Jack 
@ 73251-1350 Solder i ie 32M0774 4.34 
ee oe © 73391-0060 Solder - | 278063 | 3.71 
@ 73251-1150 | Surface Mount Straddle an se 32M0773 4.49 
Price Each 
Mfg. Part No. Stock No. [11-94 
050-653 @ 73251-0360 32M0770 = 


Meet MIL-C-39012 specifications. Frequency range: 0 to 18GHz. Mechanical: captivated or noncaptivated PIM_90508 
screw-on coupling interface solder contact. Coupling nut size: 0.312” hex. Field repairable. Medium power. 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


RF COAX — SUBMINIATURE 


SMA TERMINATORS AND SHORTING CAPS ® 50-OHM SMA PLUG RF CONNECTORS (CONT.) 


Pomona Cable Freq. Price Each 


ois Mfg. Part No. Termination Types Max Stock No. 1+ 
Osa 50 ohm, Cable Mount, Straight Plug 
@ 72975 Crimp iss 18GHz 76M8969 31.99 
@ 72943 Crimp RG58, Essex 621-715 12.4GHz 77M7274 8.99 
@ 72945 Crimp RG142, RG400 12.4GHz 77M7276 = 
@ 72946 Crimp RG174, RG188, RG316 12.4GHz 77M7277 8.19 
@ 72950 Crimp RG174, RG188, RG316 4GHz 77M7278 - 
PIM_165111 
5088 
ee ead caps (5088) are compact and durable, offering excellent electrical AMP 50-OHM QMA (SNAP-ON SMA SERIES) CONNECTORS = 
Freq. Price Each — TE 
Mfg. Part No. Max Stock No. 1+ 
aa Straight Terminator AUTHORIZED DISTRIBUTOR 
@ 5088 = 78B1868 32.99 Gee tinoin 
50 ohm, , Straight Terminator Available 
@ 4286 18GHz 90F 2943 74.99 
PIM_90524 


50-OHM SMA JACK RF CONNECTORS 


72956 
© Positive snap-on interface facilitates assembly © Nickel-plated brass shells and bodies 
© Excellent RF performance ® Gold-plated beryllium copper contacts (jacks) 
@ Ideal for communications and industrial © Gold-plated brass contacts (plugs) 
applications © Temp. range: -40°C to +125°C. 
@ Frequency range: DC to 6GHz 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 
72953 72970 50 ohm, Cable Mount, Right Angle Plug 
72963 RoHS — @ 1408336-7 Crimp RGS58, RG141, RG303 6GHz 96M0629 Se 
© Bandwidth up to 18 GHz © Gold-plated beryllium copper SeR pie @ 1408336-3 Crimp RG316 GHz | 0742531 | 18.89 
© Meets MIL-C-39012, IEC 169-15, CECC 22110 contacts 50 ohm, Cable Mount, Straight Jack 
Cable Freq. |PriceEach = @ 1408338-7 Crimp RG58, RG141,RG303__| 6GHz | 96M0631 = 
Mfg. PartNo. | Termination Types Max |gStochiNo'a aaa © 1408338-1 Crimp RG174, RG188,RG316 | GGHz | 96M0630 = 
50 ohm, Cable Mount, Straight Bulkhead Jack 50 ohm, Cable Mount, Straight Plug 
@ 72956 Crimp RG174, RG178, RG188, RG316 4GHz 77M7282 9.59 @ 1408333-7 Crimp RG58, RG141, RG303 6GHz 960628 7.00 
50 ohm, Cable Mount, Straight Jack © 1408333-1 Crimp RG174, RG188, RG316 | 6GHz | 0702529 = 
@ 72953 Crimp RG142, RG400 12.4GHz | 77M7280 10.39 50 ohm, Panel Mount, Straight Jack 
@ 72954 Crimp RG174, RG188, RG316 12.4GHz | 77M7281 8.99 © 1408341-1 Solder ” 6GHz 96M0634 7 
50 ohm, Panel Mount, Straight Flanged Jack PIM 114896 
@ 72961 Crimp ii 6GHz 77M7286 7.39 = 
@ 72962 Crimp i 6GHz 77M7287 9.59 
® 
50 ohm, PCB Mount, Right Angle Jack 50 OHM QMA CONNECTORS Amphenol® RF 
@ 72971 Solder i 18GHz 77M7296 8.19 
50 ohm, PCB Mount, Straight Jack 
@ 72963 Solder i 18GHz 77M7288 6.69 \ 
@ 72970 Solder a 18GHz 77M7295 8.99 
PIM_107914 


930-108P-518 930-103P-514 930-130A-51S 


930-116J-51P 
® Gopi 


Ge tinpiat 
omona se 
= 


a —— 930-100A-51S 930-131A-51S 


50-OHM SMA PLUG RF CONNECTORS 


© Operates at the same electrical performance as installation 
72846 SMA up to 6GHz © Durability, 100 cycles 
Hid i © Snap-on interface for quick and easy installation © Retention force of interface, 60 N (13.5 Ib.) min. 
riod al © Snap-lock mechanism removes requirement for © Temperature range, -40° to +80°C 
wrench clearance @ Pin contact material gold over brass 
@ Rotatable 360° after connection for flexibility with © Socket contact material gold over beryllium copper 
Cable Freq. Price Each 
72975 Mfg. Part No. Termination Types Max Stock No. 1-9+ 
© Bandwidth up to 18 GHz © Gold-plated brass contacts 50 ohm, Cable Mount, Right Angle Plug 
© Meets MIL-C-39012, IEC 169-15, CECC 22110 © Mfg. part no. 72950 reverse polarity @ 930-118P-51A Crimp RG174, RG188A, RG316_ | 6GHz 09J5625 16.59 
Cable Freq. Price Each @ 930-110P-51A Solder RG58, Essex 621-715 6GHz 09J5618 19.80 
Mfg. Part No. | Termination Types Max Stock No. 1+ @ 930-103P-51A Solder RG402 6GHz 09J5613 DIES) 
50 ohm, Cable Mount, Right Angle Plug 50 ohm, Cable Mount, Straight Plug 
@ 72959 Crimp RG141, RG174, RG188, RG316 | 12.4GHz | 77M7284 — @ 930-115P-51S Crimp RG316DB 6GHz 09J5622 19.26 
@ 72960 Crimp RG142, RG400 12.4GHz | 77M7285 10.39 @ 930-108P-51S Solder RG402 6GHz 09J5617 35.14 
50 ohm, PCB Mount, Right Angle Jack 
@ 930-128J-51P Crimp 6GHz 09J5635 20.17 
@ 930-111J-51P Solder sis 6GHz 09J5619 18.80 
> CONTINUED > > CONTINUED > 
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50 OHM QMA CONNECTORS (CONT.) 


CONNECTORS & ACCESSORIES 
RF COAX — SUBMINIATURE 


50-OHM SMB AND SMC CONNECTORS (CONT.) 


Cable Freq. | [Price Each Cable Freq. | Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ Mfg. Part No. Termination Types Max Stock No. 1-9+ 
50 ohm, PCB Mount, Straight Jack 50 ohm, PCB Mount, Straight Jack 
@ 930-107J-51P Solder ais 6GHz 09/5616 = @ 142138 Solder 4GHz | 99H5235 4.80 
@ 930-116J-51P Solder he 6GHz 09J5623 18.48 @ 152119 Through Hole Vertical 10GHz | 99H5555 4.83 
PIM_80541 50 ohm, PCB Mount, Straight Plug 
@ 142134 Through Hole Vertical dss 4GHz 99H5231 8.88 
AMP SMB CONNECTORS RoHS 75 ohm, Cable Mount, Right Angle Plug 
Soper © 142194-75 Crimp RG174, RG188A, RG316 | 4GHz | 99H5285 | 11.52 
connectivity 75 ohm, PCB Mount, Straight Jack 
Timionean aaraTTeR @ 142138-75 Solder 4GHz_[_99H5236 2.19 
PIM_119510 


‘ico 


5415487-1 


5414363-4 


228215-1 


@ Nickel-plated front body 
@ Tin-plated rear body 


© Gold-plated brass contacts 
@ Quick connect/disconnect coupling style 


Cable Freq. Price Each 

Mfg. Part No. Termination Types Max | Stock No. 1-9+ 
50 ohm, Cable Mount, Right Angle Plug 

@ 5414363-4 Crimp RG174, RG188, RG316 | 4GHz | 42K7184 6.24 
50 ohm, Cable Mount, Straight Plug 

@ 1-413985-1 Crimp RG161, RG179, RG187 | 4GHz | 96F7611 — 
@ 413985-1 Crimp RG174, RG188, RG316 | 4GHz | 96F7614 7.14 
@ 413985-6 Crimp RG178, RG196 4GHz | 96F7615 7.26 
50 ohm, Panel Mount, Straight Bulkhead Jack 

@ 228215-1 Solder He 4GHz | 89F3367 = 
50 ohm, PCB Mount, Right Angle Jack 

@ 5228435-1 Solder a 4GHz | 19R1946 — 
@ 415340-1 Through Hole Right Angle ee 4GHz | 13H4279 2.59 
50 ohm, PCB Mount, Straight Jack 

@ 1060455-1 Solder 73M8554 7.28 
75 ohm, Cable Mount, Right Angle Plug 

@ 414048-6 Crimp RG179, RG187 96F7654 es 
75 ohm, Cable Mount, Straight Plug 

@ 5415487-1 Crimp RG179 4GHz | 19R2299 = 
75 ohm, PCB Mount, Right Angle Jack 

@ 5221014-1 Solder 64M7443 22.88 

PIM_112557 

50-OHM SMB AND SMC CONNECTORS Amphenol? RF 


142186, 142186-75 


Or” 


142189 


RoHS — 
Compliant 
Available 


i 


142194, 142194-75 


® 


142134, 142134-75 


“ = 


152119 


@ DC to 10GHz frequency range © Gold-plated contacts 


50-OHM SMB SUBMINIATURE COAXIAL 42846, Amphenol RF 


Available 


—_ = 


Straight Plugs 
903-536P-71S 
Por eae Right-Angle Plugs 
| Cable Freq. Price Each 
Mfg. Part No. Termination Types Max | Stock No. 1-9+ 
50 ohm, Cable Mount, Right Angle Plug 
@ 903-367P-51A2 Solder RG174, RG188A, RG316 | 4GHz | 66F9591 8.92 
@ 903-367P-51A Solder RG174, RG188A, RG316 | 4GHz | 93F1361 41.17 
@ 903-289P-51A Solder RG174, RG188A, RG316 | 4GHz | 90F8473 10.43 
@ 903-291P-51A1 Solder RG178, RG316 4GHz | 01F885 10.89 
@ 903-289P-51A2 Solder RG316 4GHz | 01F884 12.98 
50 ohm, Cable Mount, Straight Plug 
@ 903-285P-51S Solder RG174, RG188A, RG316 | 4GHz | 90F8472 27.14 
@ 903-370P-51S Solder RG174, RG188A, RG316 | 4GHz | 93F1365 6.05 
@ 903-371P-51S Solder RG178, RG316 4GHz | 93F1366 16.94 
@ 903-401P-51S Solder RG188, RG316 4GHz | 93F7544 | 20.70 
@ 903-579P-51S1 Solder RG316DB 10GHz | 19C5372 11.07 
50 ohm, PCB Mount, Straight Plug 
@ 903-410P-53P | Through Hole Vertical a 4GHz | 66F9594 448 
For Use Price Each 

Mfg. Part No. With Stock No. 1-1-9+ 

@ 903-10408-1 Amphenol RF SMB/SMC Receptacles 93F1379 2.33 
PIM_8304 
50-OHM SMB SUBMINIATURE COAXIAL JACKS Amphenol® RF 


903-402J-51R, 903-406J-51R 


RoHS — 
Compliant 
Available 


903-305J-51R, 903-407J-51R 


a 


903-505J-51S 


e 


903-413J-51A 


903-373J-51A 


903-415J-51P, 903-499J-51P2 


© Mfg. part no. 903-518J-51P board-to-board 
interconnect for 0.360” spacing 
© Mfg. part no. 903-413J-51A gold-plated interface 


and contac! 
© Mfg. part no. 903-406J-51R jam nut and lock- 
washe ordered separately; go online or call 


Cable Freq. Price Each 
Mfg. Part No. Termination Types Max | Stock No. 1-9+ 
50 ohm, Cable Mount, Right Angle Plug 
@ 142194 Crimp RG174, RG188A, RG316 4GHz | 61H7123 8.42 
50 ohm, Cable Mount, Straight Jack 
@ 142189 Crimp RG174/U, RG188A/U, | 4GHz | 99H5276 6.81 


RG316/U 


50 ohm, Cable Mount, Straight Plug 


@ 142186 Crimp RG174, RG188A,RG316 | 4GHz| 99H5270 8.09 
50 ohm, PCB Mount, Right Angle Jack 

@ 142146 Through Hole Right Angle he 4GHz | 99H5241 2.74 
50 ohm, PCB Mount, Straight Bulkhead Jack 

@ 142210 Through Hole Vertical i 4GHz| 61H7122 3.75 
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Price Each 
Stock No. 1-9+ 


Cable Freq. 
Mfg. Part No. Termination Types Max 


50 ohm, Cable Mount, Right Angle Bulkhead Jack 
@ 903-422J-51A Crimp RG174, RG188 4GHz 
50 ohm, Cable Mount, Straight Bulkhead Jack 

@ 903-505J-51S Solder RG174, RG188A, RG316 


93F1377 = 


4GHz_[_ 66F9587 


50 ohm, Panel Mount, Straight Bulkhead Jack 


@ 903-406J-51R Solder es 4GHz 93F1372 10.89 
@ 903-407J-51R Solder a 4GHz 93F1373 50.60 
@ 903-305J-51R Solder iss 4GHz 50F2441 29.67 
@ 903-402J-51R Solder 7 4GHz 93F1371 11.71 
50 ohm, PCB Mount, Right Angle Bulkhead Jack 
@ 903-413J-51A Solder 4GHz | 73K1503 13.07 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 
RF COAX — SUBMINIATURE 


50-OHM SMB SUBMINIATURE COAXIAL JACKS (CONT.) 


Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 
50 ohm, PCB Mount, Right Angle Jack 
@ 903-373J-51A Solder 4GHz 51F3920 12.69 
50 ohm, PCB Mount, Straight Jack 
@ 903-499J-51P2 Solder 4GHz 66F9590 5.39 
@ 903-415J-51P Solder 4GHz 50F2442 16.29 
@ 903-518J-51P Solder 4GHz 19C5360 10.51 
PIM_164465 
Full 
Thread Price Each 
Mfg. Part No. Size Width Stock No. 1-9+ 
@ 903-10408-1 10-32 6.35mm 93F1379 2.33 
PIM_5511727 
903 SERIES 75-OHM HIGH-DENSITY, SMB Amphenol? RF 


COAXIAL PC BOARD JACK RECEPTACLES 


RoHS — 
Compliant 
Available 


af 
« a CZ, 
903-512J-71P 903-519J-71P 
PC board jack receptacles feature 4 leg/blunt post terminals. Gold-plated body and contact. TFE fluorocarbon, 
red insulator. SMB 75-ohm high-intensity subminiature coaxial connectors conform to the requirements of 
MIL-C-39012. Feature quick connect/disconnect snap-on mating. Operate to 4GHz with low reflection and 
are usable to 10GHz. Voltage rating for RG-188U cable: 335V. Dielectric withstanding voltage: 1000Vrms. 
Temperature range: -65°C to +165°C. 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 

75 ohm, Cable Mount, Right Angle Plug 

@ 903-535P-71A Crimp RG179, RG187, Belden 9221 | 4GHz | 19C5362 9.18 
75 ohm, PCB Mount, Right Angle Jack 

@ 903-519J-71P Solder as 4GHz | 52F6932 22.63 

75 ohm, PCB Mount, Straight Bulkhead Jack 

@ 903-375J-53P Solder 4GHz | 93F1367 14.97 
75 ohm, PCB Mount, Straight Jack 

@ 903-512J-71P Solder 4GHz | 52F6931 14.13 

@ 903-518J-71P Solder 4GHz | 52F6930 15.87 
PIM_8305 
CANNON 50-OHM SSMB/SSMC 

MICROMINIATURE SNAP-ON yy 
CONNECTORS ITT cannen 


RoHS — 
Compliant 
Available 


= 0 


A51-451-0000 


A51-428-3188 
A51-453-0000 


© Current Rating: 1.0 Amps DC Maximum @ Impedance: 50 Ohms 


@ Voltage Rating, Sea Level: 250Vrms @ Meet MIL-C-39012 Specifications 
@ Frequency Range: 0 to 12.4GHz 
Very small (50% of SMB) coaxial connectors suitable for wireless, instrumentation, medical, PCMCIA and 
antenna applications. 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 
50 ohm, Cable Mount, Right Angle Plug 
@ A51-428-3188220 Crimp RG174, RG316 4GHz 92F5401 21.74 
@ A51-428-3196220 Crimp RG178, RG196 4GHz 92F5402 18.94 
50 ohm, Cable Mount, Straight Plug 
@ 051-424-3188220 Crimp RG174, RG316 4GHz 90F2600 20.62 
50 ohm, PCB Mount, Right Angle Jack 
@ A51-453-0000220 Solder 4GHz 90F2610 10.77 
50 ohm, PCB Mount, Straight Jack 
@ A51-451-0000220 Solder 4GHz 90F2609 17.39 
PIM_8720 
422 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


50- AND 75-OHM SMB COAXIAL JACKS 


RoHS — 
Compliant 
Available 


Jotnsow 


« > 
= 
® 

. 


— ‘ 
iaiarKsel 131-3701-501 aa! (att 
131-3701-261 131-3711-201 
Frequency range: DC to 2GHz (75 ohm) or DC to 4GHz (50 ohm). Meets MIL-C-39012 spec requirements. 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 


4eF7 


50 ohm, Bulkhead Mount, Right Angle Jack, Body Plating - Gold, .155” Leg Length 


@ 131-3701-341 Solder RG58, RG178, RG316 4GHz 97F7154 7.83 
50 ohm, Bulkhead Mount, Right Angle Jack, Body Plating - Nickel, .083” Leg Length 

@ 131-3701-501 Solder RG58, RG178, RG316 4GHz 08B597 12.74 
50 ohm, PCB Mount, Right Angle Jack, Die Cast, Body Plating - Gold 

@ 131-1701-371 Solder RG58, RG178, RG316 4GHz 96F9761 3.92 
50 ohm, PCB Mount, Right Angle Jack, Die Cast, Body Plating - Nickel 

@ 131-1701-376 Solder | RG58, RG178, RG316 4GHz 50F2717 4.56 
50 ohm, PCB Mount, Straight Jack, Body Plating - Gold, .095” Leg Length 

@ 131-3701-271 Solder | RG58, RG178, RG316 4GHz 48F5781 2.74 
50 ohm, PCB Mount, Straight Jack, Body Plating - Gold, .155” Leg Length 

@ 131-3701-261 Solder RG58, RG178, RG316 4GHz 48F5780 3.86 
50 ohm, PCB Mount, Straight Jack, Body Plating - Nickel, .095” Leg Length 

@ 131-3701-276 Solder RG58, RG178, RG316 4GHz 48F6116 1.48 
50 ohm, PCB Mount, Straight Jack, Body Plating - Nickel, .155” Leg Length 

@ 131-3701-266 Solder RG58, RG178, RG316 4GHz 48F6114 1.80 
50 ohm, PCB Mount, Straight Jack, Non-Magnetic, Body Plating - Gold 

@ 131-9701-201 Solder | RG316 4GHz 92H6981 = 
50 ohm, PCB Mount, Straight Jack, Round Base, Body Plating - Gold, .155” Leg Length 

@ 131-3701-201 Solder | RG58, RG178, RG316 4GHz 96F9763 3.52 
50 ohm, Surface Mount, Straight Jack, Body Plating - Gold, .083” Leg Length 

@ 131-3711-201 Solder RG58, RG178, RG316 4GHz 95F9622 6.51 


PIM_176053 


50-OHM SMB CONNECTORS 


molex 
RoHS 
Compliant 
Available 


Cable Freq. Price Each 
Mfg. Part No. Termination Types Max | Stock No. 1-9+ 

50 ohm, Cable Mount, Right Angle Plug 

@ 73100-0257 Crimp RG174, RG188, RG316 | 4GHz | 26H2737 = 
50 ohm, Cable Mount, Straight Plug 

@ 73100-0248 Crimp RG174, RG188, RG316 | 4GHz | 32M0743 5.34 
50 ohm, PCB Mount, Right Angle Jack 

@ 73100-0097 Solder 75K6182 4.66 
50 ohm, PCB Mount, Straight Jack 

@ 73100-0207 Solder 96H0640 2410 
50 ohm, Through Hole Mount, Right Angle Jack 

@ 73100-0103 | Through Hole Right Angle 4GHz | 32M0738 cee 
75 ohm, PCB Mount, Right Angle Jack 

@ 73100-0259 Solder 63K2148 = 
PIM_90512 


50-OHM SMB RF PLUGS 
= 
© 


[| 72981 
wa 


—— oO 72995 
RoHS _ 
Compliant 
Available 
72999 


BS9210N0007, NFC93650, CECC 22130 
© Gold-plated brass contacts 


72988 72997 


® Bandwidth up to 4 GHz 
© Meets MIL-C-39012, IEC 60169-1Q, 
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50-OHM SMB RF PLUGS (CONT.) 


Cable Freq. Price Each 

Mfg. Part No. Termination Types Max | Stock No. 1+ 
50 ohm, Cable Mount, Right Angle Plug 
@ 72988 Crimp RG174, RG188,RG316 | 2GHz | 77M7310 ae 
50 ohm, Cable Mount, Straight Plug 
@ 72981 Crimp RG174, RG188, RG316 | 3GHz | 77M7304 10.39 
50 ohm, Panel Mount, Straight Plug 
@ 72999 Solder 2GHz | 77M7319 10.99 
50 ohm, PCB Mount, Right Angle Plug 
@ 72997 Solder 3GHz | 77M7317 11.49 
50 ohm, PCB Mount, Straight Plug 
@ 72995 Through Hole Vertical 3GHz | 77M7315 10.39 
PIM_108224 
50-OHM SMC SUBMINIATURE Amphenol? RF 


COAXIAL CONNECTORS 


RoHS _ 
Compliant 
Available 


Fig. 1 


Fig. 2 
SMC subminiature connectors feature screw-on mating and meet or exceed MIL-C-39012 requirements. Voltage 
rating of 375V peak. Freq. range: 0-4GHz; useable to 10GHz. Temp. range: -65°C to +165°C. Weatherproof. 
Cable Freq. Price Each 
Mfg. Part No. | Termination Types Max _ | Stock No. 1-9+ 

50 ohm, Cable Mount, Right Angle Plug 

@ 903-288P-52A| Solder | RG174,RG179, RG187, RG188, RG316 | 4GHz | 93F1359 | 34.55 

50 ohm, Cable Mount, Straight Plug 

@ 903-284P-52S| Crimp |RG174, RG188, RG188A, RG316,|10GHz| 93F1358 | 25.47 

LMR-100 

50 ohm, Panel Mount, Straight Bulkhead Jack 

@ 903-408J-52R Crimp 10GHz| 93F1374 | 43.30 
PIM_8306 
SMPM SERIES RF CONNECTORS Amphenol® RF 


A le Gy, 


925-136J-51S 


925-142A-51S Adapter 


925-143J-51P 


Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 
50 ohm, Cable Mount, Straight Bulkhead Jack 
925-136J-51S Crimp RG178 6GHz 11AC7288 14.55 
50 ohm, PCB Mount, Straight Jack, Full Detent 
925-143J-51P Surface Mount Vertical Se 40GHz 11AC7292 21.14 
925-138J-51P Through Hole Vertical me 40GHz 11AC7290 18.80 
50 ohm, PCB Mount, Straight Jack, Smooth Bore 
925-137J-51P Through Hole Vertical 40GHz 411AC7289 16.42 
PIM_5698308 
ADAPTORS 
Convert Convert Impe- Price Each 
Mfg. Part No. From To dance Stock No. 1-9+ 
Straight Adapter 
925-142A-51S SMPM Plug SMPM Plug 50ohm 11AC7291 4.55 
PIM_5698310 
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CONNECTORS & ACCESSORIES 
BMINIATURE 


RFC 


50-OHM AMC CONNECTORS 


@ 50 O impedance 

@ Easy snap-snap-on/off mating 

© Ultra low-profile (2.5mm mating height) 
@ Small foot print (3mm x 3mm) 
e 
e 
e 


Amphenol® RF 


RoHS 
Geesinpian 

Available 
100% Compatible with Hirose U.FL series 


A-1JA: brass, gold plate ground contact 
A-1JB: phosphor bronze, silver plate ground contact 


A-1B 
Freq. Tape Cut 

Mfg. Part No. Termination Max Stock No. 1-9+ 
50 ohm, PCB Mount, Straight Jack 
@A-JA Solder 6GHz 97H8756 os 
@A-NB Solder 6GHz 05R5547 1.16 
PIM_160712 
50-OHM MMCX SERIES CONNECTORS Cr) 

multicomp 


RoHS _ 
Compliant 
Available 


@ VSWR - RA: 1.3:1 

© Body: Gold Plated Beryllium Copper 

© Center Contact: Gold Plated Beryllium Copper 
© Dielectric: Teflon 


Specifications 

@ Impedance: 50 0 

@ Frequency Range: 6 GHz 
@ VSWR - Straight:1.2 : 1 


MMCX series connectors feature low RF leakage and a snap-on coupling. 
Freq. Price Each 
Mfg. Part No. Termination Max Stock No. 1-49+ 
50 ohm, PCB Mount, Right Angle Jack 
@ 37-07-1-TGG Solder 6GHz 25M2724 5.24 
PIM_116511 
SSMT CABLE ASSEMBLIES 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


SSMT surface mount interconnect system is designed to provide superior electrical and mechanical performance 
for wireless communication applications. The mated SSMT interface allows 360 degrees of rotation providing 
maximum PCB design flexibility. It has been designed to provide optimal retention for applications where shock, 
vibration or cable flexure may be encountered. Force to disengage by cable load (cam-out) exceeds 300 grams. 
Cable Price Each 
Impe- Length 
Mfg. Part No. dance Imperial Color Stock No. 1-9+ 

SSMT Right Angle Jack to Free End 

@ 1064538-1 50ohm 7.87" Blue 96M0620 8.14 
SSMT Right Angle Jack to SSMT Right Angle Jack 

@ 1064523-1 50ohm 2.95" Blue 96M0617 8.93 

@ 1064524-1 50ohm 3.9" Blue 96M0618 8.76 

@ 1064530-1 50ohm 7.87" Blue 10H7430 14.44 

@ 1064533-1 50ohm 12” Blue 96M0619 12.78 
PIM_116503 

RF/Coax Connectors 

Freq. Price Each 
Mfg. Part No. Termination Max Stock No. 1-9+ 

50 ohm, PCB Mount, Straight Plug, Board-To-Board 

@ 1658260-1 Solder 6GHz 01P5329 6.52 
50 ohm, PCB Mount, Straight Plug, Miniature Coax 

@ 1055687-1 Solder 6GHz 48F5704 1.41 

50 ohm, PCB Mount, Straight Plug, Miniature Coax, Tape Cut 

@ 1055688-1 Solder 6GHz 73M8551 2.19 
PIM_5511159 
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CONNECTORS & ACCESSORIES 


RF COAX — SUBMINIATURE 


50- AND 75-OHM MCX MICROMINIATURE SNAP-ON 


CONNECTORS 
& 
ne ie # 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


a 
Se, § 
Sf 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


50-OHM MICROMATE™ (MMCX) 
COAXIAL CONNECTORS 


Gesinpian Amphenol? RF 


Available 


908-41400 


908-43200 
908-22101 
@ Frequency range: DC to 6GHz @ Mating cycles: 500 min. Mictominiature connectors are desiqned for high-density, li A 5 i nati i 
: paaaanyss ™ igned for high-density, lightweight coaxial applications, such as wireless data, 
: Voltage: 335V (VRMS max.) © Temp. rating: -65°C to +165°C communication, and instrumentation. Feature a low-mated profile to help meet critical height requirements. 
Contact current max: 1.5A DC max. : . Positive snap-on mating provides retention through 500 mating cycles. Connectors are compatible with all 
MCX microminiature snap-on connectors offer an excellent blend of size, durability and performance for MMCX designs and accommodate industry-standard coaxial cable. Impedance: 50 ohms. Frequency range: 
applications in GPS, automotive and wireless communications. 30% smaller than traditional snap-on SMB DC-6GHz. Voltage rating: 170Vrms. Dielectric withstanding voltage: 500Vrms. 
connectors, these MCX connectors offer greater packaging density and weight reduction. The snap-on interface - 
facilitates assembly, eliminating the need for a threaded connection, and providing full engagement. These MCX Cable Freq. [Price Each 
connectors are fully mateable with standard MCX connectors and conform to the CECC interface specifications. Mfg. Part No. Termination Types Max | Stock No. 1-9+ 
Available in a broad range of standard configurations for commercial applications. 50 ohm, Cable Mount, Right Angle Plug 
Cable Freq. |PriceEach = @ 908-43600 Solder 0.047" Semi Rigid | 6GHz | 01F2397 | 17.09 
Mfg. Part No. Termination Types Max Stock No. 1-9+ @ 908-43300 Solder RG174, RG188, RG316 | 6GHz | 66F9248 11.42 
, PCB Mount, Straight Plug @ 908-43200 Solder RG178, RG196 6GHz | 66F9247 | 10.39 
© 1408496-1 Solder 17R3154 = © 908-43400 Solder RG405 6GHz | 01F2396 | 12.96 
50 ohm, Cable Mount, Right Angle Plug 50 ohm, Cable Mount, Straight Plug 
© 5837 5002 10 Solder RG178, RG196 4GH2 | EROIEED = @ 908-41600 Solder 0.047" Semi Rigid | 6GHz | 01F2395 | 26.50 
© 1060787-1 Solder RG405 BGH2 _|atOHingod = @ 908-41300 Solder RG174, RG188A, RG316 | 6GHz | 01F2392 | 11.04 
50 ohm, Cable Mount, Straight Plug @ 908-41500 Solder RG316DB 6GHz | 01F2394 | 10.94 
@ 1060872-1 Crimp RG174, RG188, RG316 6GHz 96M0609 = @ 908-41400 Solder RG405 6GHz | 01F2393 30.21 
@ 1060869-1 Crimp RG178, RG196 6GHz | 10H7356 = 50 ohm, PCB Mount, Right Angle Jack 
50 ohm, Panel Mount, Straight Bulkhead Jack @ 908-24100 | Through Hole Right Angle a 6GHz | 01F2405 19.45 
© 1060960-1 Crimp ws 6GHz_|__10H7360 = 50 ohm, PCB Mount, Straight Jack 
50 ohm, PCB Mount, Right Angle Jack @ 908-22101T Solder ys 6GHz | 1905382 3 
@ 1061027-1 Solder “ 6GHz_| _10H7363 ae @ 908-22101 | Surface Mount Vertical is 6GHz | 01F2404 | 3.35 
50 ohm, PCB Mount, Right Angle Jack, Gold Plating @ 908-22106 Through Hole Vertical i 6GHz | 1905383 24.11 
© 1061022-1 Solder 6GHz_| _96M0613 1.54 @ 908-2100 | Through Hole Vertical . 6GHz | 66F9249 | 8.67 
50 ohm, PCB Mount, Right Angle Jack, Nickel Plating 50 ohm, PCB Mount, Straight Plug 
@ 1061023-1 Solder 0 6GHz 96M0614 6.94 @ 908-21100 Solder = 6GHz | 01F2402 9.92 
50 ohm, PCB Mount, Straight Jack © 908-21103 Solder a 6GHz | 01F2403 = 
@ 6061092-1 Solder ag 6GHz 42K7637 = PIM 17345 
50 ohm, PCB Mount, Straight Jack, 7.09mm Height 
@ 1060995-1 Solder at 6GHz 96M0612 = 
f ® 
50 ohm, PCB Mount, Straight Jack, 9.3mm Height MCX SERIES 75-OHM COAXIAL CONNECTORS Amphenol® RF 
@ 1330126-1 Solder si 6GHz | 17H0871 = ——— 250 REF ——| Sat - 
7 /ompliant 
50 ohm, PCB Mount, Straight Plug (es ae Available 
@ 1085221-1 Solder a 6GHz 96M0622 5.12 4.2. fe—7—>|_ 9 .028 
75 ohm, Cable Mount, Right Angle Plug REF 
@ 1362991-1 Crimp RG179 6GHz | 22J1346 12 7 8 177 
= Straight Crimp Plug -. REF 
PIM_114909 | 
50-OHM NON-MAGNETIC MICROMATE™ (MMCX) Amphenol®RF —-| [016 REF 


COAXIAL CONNECTORS 


RoHS 
Compliant 
Available 


Right Angle Plug 


PCB Mount 


Lock-snap mechanism allows for 360 degrees rotation enabling flexibility in PCB layouts. MMCX connectors 
conform to the European CECC 22000 specification. This family of products is a 6 GHz 50 Q interconnect 
system. 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 

50 ohm, Cable Mount, Right Angle Plug 

@ 908-NM43200 Crimp RG178 6GHz 75M1811 9.49 

50 ohm, Cable Mount, Straight Plug 

@ 908-NM41200 Solder RG178 6GHz 75M1806 15.71 

50 ohm, PCB Mount, Right Angle Jack 

@ 908-NM24100 Solder is 6GHz 75M1805 16.53 

50 ohm, PCB Mount, Straight Jack 

@ 908-NM22106 Solder i 6GHz 48M1547 10.64 
PIM_165058 
424 


Surface Mount Jack 


Right Angle Crimp Plug 


© Surface Mount PC Board Allows User to Automati- 
cally Place Connectors on Board 

@ 30% Reduction in Size Over SMB Series 
Connectors 


© Broadband Performance with Low Reflection DC 
to 6 GHz 
@ Quick Connect/Disconnect Snap-On Mating 
Reduces Installation Time 


Offer reduced size, weight, durability in the telecommunications and networking marketplace, and a performance 
of up to 6GHz with low reflection. Require less space than the SMB series. By reducing outer diameter by 30% 
the 750 MCX series achieves a lower profile and saves valuable board space. 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 

75 ohm, Cable Mount, Right Angle Plug 

@ 919-136P-71AX Solder RG179 6GHz 36C3027 10.16 

75 ohm, Cable Mount, Straight Plug 

@ 919-137P-71SX Solder RG179 6GHz 36C3029 sali 

75 ohm, PCB Mount, Straight Jack 

@ 919-132J-71P. Surface Mount Vertical - 6GHz 36C3026 7.68 

@ 919-124J-71P Through Hole Vertical oe 6GHz 36C3025 6.56 


PIM_69838 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CONNECTORS & ACCESSORIES 
RF COAX — MICROSUBMINIATURE 


50-OHM AND 75-OHM MCX PLUGS 


__ fea lence 
NNN 5) Seep 
f 


50-OHM MCX, MMCX AND 
SMMCX RF CONNECTORS 


molex 
RoHS _ 
Compliant 
Available 


(¥ 


MCX subminiature snap-on connector is 30% smaller than an SMB. MMCX is a microminiature snap-on 


connector 45% smaller than an SMB. SSMCX connectors are approximately 35% smaller and offer higher 
performance over MMCX connectors. Operating frequency to 6 GHz. 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 
ee, 50 ohm, Cable Mount, Right Angle Plug 
@ 73413-0060 Solder ii wis 32M0802 2.94 
@ 30% smaller than SMB © Frequency range: 0-6GHz 50 ohm, Cable Mount, Straight Jack 
@ Rugged snap-on mounting design @ Durability: 500 cycles min. @ 73415-4760 Crimp on os 32M0825 1.76 
© Cantvatedconians 50 ohm, Cable Mount, Straight Plug 
Cable Freq. Price Each @ 73415-4680 Crimp is “ts 12M6446 = 
Mfg. Part No. Termination Types Max | Stock No. 1-9+ @ 73366-0300 Crimp RG316 A 56R6536 1.94 
50 ohm, Cable Mount, Right Angle Plug, Gold Plated @ 73415-1251 Crimp RG316 6GHz 82H6060 2.87 
@ 133-3403-101 Crimp RG161, RG174, RG188, RG316 | 6GHz | 66F3141 2.95 50 ohm, PCB Mount, Straight Jack 
© 133-3603-101_| Solder sem aclaca) OLETES || sei © 73415-0961 Surface Mount Straddle - = 53R2348 = 
50 ohm, Cable Mount, Right Angle Plug, Nickel Plated © 73415-1060 Surface Mount Straddle . ~ 56R6578 Bee 
@ 133-3403-106 Crimp RG161, RG174, RG188, RG316 | 6GHz | 66F3142 2.34 @ 73366-0061 Through Hole Vertical - 6GHz 56R6535 1.68 
@ 133-3404-106 Solder RG188DS, RG316DS 6GHz 08B726 2.90 PIN 90609 
50 ohm, Cable Mount, Straight Plug, Gold Plated _ 
@ 133-3403-001 Solder RG161, RG174, RG188, RG316 | 6GHz | 66F3139 STs . : 
50 ohm, PCB Mount, Straight Plug, Gold Plated N Straight Plug to N Straight Plug Amphenol® RF 
@ 133-3801-201 Solder RG178, RG316 6GHz | 83F6812 5.28 
50 ohm, PCB Mount, Straight Plug, Nickel Plated 
@ 133-3701-206 Solder RG178, RG316 6GHz | 66F3144 5.26 
75 ohm, Cable Mount, Right Angle Plug, Gold Plated 
@ 133-8433-101 Crimp RG17, RG179 6GHz | 83F6825 6.38 
@ 133-8434-101 Solder RG17, RG179 6GHz | 95B3632 Seid 
75 ohm, Cable Mount, Straight Plug, Gold Plated Conformable Cable RG-142 Cable LMR 400 Cable RG-58 Cable 
@ 133-8433-001 Solder RG17, RG179 6GHz | 83F6822 11.63 @ Impedance: 50 ohm, Nominal @ Frequency : DC TO 5.8 GHz 
@ N Plug Material: Brass, White Bronze Plating @ HI-POT: 500 VRMS 
ea Cable Price Each 
Impe- Cable Length 
MCX Connector to MCX Connector Cable Amphenol? RF Mfg. Part No. dances |= Type Imperial_| Stock No. 1-9+ 
Assemblies N Type Straight Plug to N Type Straight Plug 
175101-R1-M0.25 50ohm 0.085 Conformable 9.84” 14AC2338 47.87 
~~ 175101-R1-M0.50 50ohm 0.085 Conformable 19.69" 14AC2339 57.51 
N ~ 175101-R1-M0.75 50ohm 0.085 Conformable 29.53" 14AC2340 62.16 
~~ 175101-R1-M1.00 50ohm 0.085 Conformable 39.37" 14AC2341 65.37 
> 175101-R1-M2.00 50ohm 0.085 Conformable 78.74" 14AC2342 75.46 
N 175101-R1-M4.00 50ohm 0.085 Conformable 157.48” 14AC2343 110.12 
175101-R2-M0.25 50ohm | 0.141 Conformable 9.84" 14AC2344 | 48.61 
175101-R2-M0.50 50ohm 0.141 Conformable 19.69” 14AC2345 59.39 
175101-R2-M0.75 50ohm 0.141 Conformable 29.53” 14AC2346 61.69 
MCX Straight Plug to MCX Straight Plug MCX Bulkhead Jack to MCX Straight Plug 175101-R2-M1.00 50ohm 0.141 Conformable 39.37” 14AC2347 64.45 
@ Impedance: 50 ohm, Nominal : @ HI-POT: 750 VRMS 175101-R2-M2.00 50ohm 0.141 Conformable 78.74" 44402348 73.23 
@ MCX Connector Material: BeCu, Gold Plating 175101-R2-M4.00 50ohm 0.141 Conformable 157 48" T4AC2349 36103 
a uenicelEach 175101-22-M0.25 S0ohm [MR-240 gee | 1aacaz69 | 34.20 
Impe- Cable Length 
Mfg. Part No. dance Type Imperial Stock No. 1-9+ 175101-22-M0.50 50ohm LMR-240 19.69" 14AC2370 19.35 
MCX Straight Plug to MCX Bulkhead Jack 175101-22-M0.75 50ohm LMR-240 29.53" 14AC2371 41.74 
255110-01-M0.25 50ohm RG316 9.84" 14AC2381 21.25 175101-22-M1.00 50ohm LMR-240 39.37” 14AC2372 39.26 
255110-01-M0.50 500hm RG316 19.69" 14AC2382 25.10 175101-22-M2.00 50ohm LMR-240 78.74" 14AC2373 57.26 
255110-01-M0.75 50ohm RG316 29.53" 14AC2383 23.13 175101-22-M4.00 50ohm LMR-240 157.48" | 1442374 | 64.45 
255110-01-M1.00 50ohm RG316 39.37" 14AC2384 24.85 175101-10-M0.25 50ohm LMR-400 9.84" 14AC2356 40.63 
255110-01-M2.00 500hm RG316 78.74" 14AC2385 30.54 175101-10-M0.50 50ohm LMR-400 19.69” 14AC2357 43.14 
255110-01-M4.00 50ohm RG316 157.48” 14AC2386 44.46 175101-10-M0.75 50ohm LMR-400 29.53" 14AC2358 45.12 
MCX Straight Plug to MCX Straight Plug 175101-10-M1.00 50ohm LMR-400 39.37" 14AC2359 50.01 
255101-08-M0.25 50ohm RG178 9.84" 14AC2375 17.24 175101-10-M2.00 50ohm LMR-400 78.74" 14AC2361 68.39 
255101-08-M0.50 50ohm RG178 19.69" 14AC2376 20.18 175101-10-M4.00 50ohm LMR-400 157.48” 14AC2362 87.77 
255101-08-M0.75 50ohm RG178 29.53" 14AC2377 21.63 175101-10-M10 50ohm LMR-400 393.7" 14AC2360 113.62 
255101-08-M1.00 50ohm RG178 39.37" 14AC2378 21.75 175101-07-M0.25 50ohm RG142 9.84" 14AC2350 52.68 
255101-08-M2.00 500hm RG178 78.74" 14AC2379 28.10 175101-07-M0.50 50ohm RG142 19.69” 14AC2351 51.45 
255101-08-M4.00 50o0hm RG178 157.48" 14AC2380 40.86 175101-07-M0.75 50ohm RG142 29.53" 14AC2352 58.45 
PIM_5723692 175101-07-M1.00 50ohm RG142 39.37" 14AC2353 | 61.06 
175101-07-M2.00 50ohm RG142 78.74" 14AC2354 76.34 
175101-07-M4.00 50ohm RG142 157.48” 14AC2355 98.77 
175101-19-M0.25 50ohm RG58 9.84” 14AC2363 23.39 
175101-19-M0.50 50ohm RG58 19.69" 14AC2364 26.60 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 
RF COAX — MICROSUBMINIATURE 


N Straight Plug to N Straight Plug (CONT.) 


Cable Price Each 
Impe- Cable Length =a 
Mfg. Part No. dance Type Imperial Stock No. 1-9+ 
N Type Straight Plug to N Type Straight Plug 
175101-19-M0.75 50ohm RG58 29.53” 14AC2365 29.67 
175101-19-M1.00 50ohm RG58 39.37" 14AC2366 33.25 
175101-19-M2.00 50ohm RG58 78.74" 14AC2367 44.96 
175101-19-M4.00 50ohm RG58 157.48” 14AC2368 56.41 


PIM_5723691 


50-OHM ECO SERIES MMCX COAXIAL 
CONNECTORS RADIALLE@ 


The next conneXion 
HS 


RoHS — 
Compliant 
Available 


@ Frequency range: DC to 3GHz @ Insulator PTFE / Polypropylene 
@ Snap-on mating © Gold-plated beryllium copper female center contact 
© Compliant to CECC and IEC standards © Brass outer contact 
® Gold-plated brass connector body 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-9+ 
50 ohm, Cable Mount, Right Angle Plug 
@ R110A172100 Crimp RG174,RG316 | 3GHz 11R6454 eS 
@ R110A170100 Crimp RG178 3GHz 11R6453 aS 
50 ohm, PCB Mount, Straight Jack 
@ R110A422830 Surface Mount Vertical ite 3GHz 11R6455 = 
@ R110A426000 Through Hole Vertical 3GHz 11R6456 = 
PIM_148765 


MULTICOMP BRAND N CONNECTORS Gepeinoiat multicomp 


1550 SPC4346 


50-ohm N connectors feature Teflon® insulation. Mfg. part nos. with (*) have brass contacts and offer a voltage 
rating of 500V RMS and a frequency rating of 0-11GHz. Mfg. part nos. with (+) have gold contacts and offer a 
voltage rating of 1000V RMS and a frequency rating of 0-3GHz. 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MULTICOMP BRAND F CONNECTORS @ 
multicomp 


RoHS _ 
Compliant 
Available 


SPCF-22FPC SPC15212 


SPCF23PC-RA 


Crimp-on and twist-on F connectors significantly reduce assembly time for cable connection. Voltage rating: 
500V. Frequency rating: 0-4GHz. 


Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-99+ 

, Cable Mount, Straight Plug 

@ SPC15433 Crimp RG6 4GHz 79K5013 0.41 
@SPC15212 Crimp RG59 4GHz 79K4814 0.35 
@ SPC15360 Crimp RG59 4GHz 79K4949 = 
@ SPC32721 Crimp RG59 4GHz 50P9923 0.12 
@ SPC15286 Twist On RG59 4GHz 79K4883 0.19 
, Cable Mount, Straight Plug, Push-On 

@ SPC15129 Quick Connect ie 4GHz 79K4745 0.14 
75 ohm, PCB Mount, Right Angle Jack 

@ SPCF23PC-RA Solder ea 4GHz 89N1549 8.97 
75 ohm, PCB Mount, Straight Jack 

@ SPCF-22FPC Solder ute 4GHz 46N7378 5.95 
PIM_17758 


50-OHM UHF AND MINI-UHF 


RoHS _ @ 
CONNECTORS Soetoro multicomp 


Fig. 1 Fig. 2 


Fig. 3 Fig. 4 

All connectors have a voltage rating of 500Vrms with a frequency rating of 0-2GHz, except mfg. part no. 
1532-1534, which have a frequency rating of 0-300MHz and mfg. part no. 1507 which has a voltage rating of 
335Vrms. Mfg. part no. SPC19893 has a frequency rating of 0-500MHz. Feature Delrin insulation except, mfg. 
part no. 1532, which is Bakelite and mfg. part nos. 1533, 1534 which are Teflon®. Mfg. part nos. numbers with 
(*) have brass contacts. Mfg. part nos. with (+) have brass contacts with silver finish except mfg. part no. 1507, 
which have a brass contact with gold finish. 


Cable Freq. Price Each 
Mfg. Part No. Termination Types Max |StockNo.|  1-99+ 
, Cable Mount, Straight Plu 
@ SPC15158 Crimp RG6 ig 79K4765 0.70 
@ 1534 Crimp RG58, RG58A, RGS8C, | 300MHz| 92N3380 7.29 
RG141, LMR-200 
@ 1532 Crimp RG58, RG58A, RGS8C, | 300MHz| 92N3378 8.93 
RG141, LMR-200 
@ 1533 Solder | RG8, RG8A, RG9, RGYA, | 300MHz | 92N3379 7.44 


RG9B, RG213, RG214 


50 ohm, Cable Mount, Straight Plug 


a Cable Freq. [Price Each = “@ SPC23497 Crimp RGBX 2GHz | 88M1515| 6.30 
Mfg. Part No. _| Termination Types Max [StochiNosMiis#0 @ 1507 Crimp | RG58, RG58A, RG58C, | 2.5GHz | 92N3353} 3.91 
50 ohm, Cable Mount, Straight Jack RG141, RG141A 
@ SPC4344 Crimp | RG8, RG393, Belden 8214, 9913, 9914, | 11GHz | 84N1268 = @ MC23544 Solder RG213 2GHz | 96M8828 1.56 
7 RAGE ah Rota | TiGHe NBAang 50 ohm, Panel Mount, Straight Bulkhead Jack 
ere me ’ RaidiA ’ 2 = @ SOCKET, UHF BULKHEAD| _ Solder RG223 2GHz | 257492 
@ SPC4345 Crimp |RG58, RG58A, RGS58C, RG141,|11GHz] 84N1269 = PIM_32072 
RG141A 
Sh olin Cable Moun, Siraighy Fag WEATHERPROOF N COAXIAL PLUGS ® 
@ SPC4266 Crimp RG8, RG8A, RG213 11GHz | 84N1255 | 10.64 Amphenol RF 
@11-11-4UTSS | crimp RGSB, Essex 621-715 | 03ms859} 9.38 Osa 
@ SPC4265 Crimp |[RG58, RG58A, RG58C, RG141,|11GHz| 84N1254 = Available 
RG141A 
@ MC23542 Crimp RG142 11GHz| 96M8826| 5.19 
@ MC23568 Crimp RG213 11GHz | 96M8852 — 82-61, 82-96, 82-202, 82-312, 
@ SPC4277 Solder | RG8, RG393, Belden 8214, 9913, 9914, |44GHz| 84N1266 | 145.41 34025, 82-202-1006, 82-6034 
LMR-400 82-340, 82-340-1052, 82-5370, 
@ 1548 Solder |RG58, RG58A, RG58C, RG141,| 11GHz| 92N3394 = 82-8375,82-332, 82-442x, 
RG141A 82-6152, 82-340-1054 
@ 11-01B-17TSS| Solder RG213 25M0281 4.87 Threaded coupling devices designed for use up to microwave frequencies. 0-11GHz, VSWR consistently low. 


50 ohm, Panel Mount, Straight Flanged Jack 


@ 1550 Solder 11GHz | 92N3396 2.02 
50 ohm, Panel Mount, Straight Jack 

@ MC23558 Solder 11GHz | 96M8842 2.54 
PIM_18028 

426 


Impedance: 50 ohm. Dielectric withstanding: 2500Vrms. 


Cable Freq. Price Each 
Mfg. PartNo. | Termination Types Max Stock No. 1-9+ 
50 ohm, Cable Mount, Right Angle Plug 
@ 82-5374 Crimp RG55, RG142, RG223,RG400 | 11GHz | 50F2454 44.65 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


RF COAX — MEDIUM 


WEATHERPROOF N COAXIAL PLUGS (CONT.) N STYLE STRAIGHT COAXIAL RF PLUGS (CONT.) 

Cable | Freq, [Price Each Cable Fred. [Price Each 
Mfg. Part No. Termination Types Max | Stock No. 1-9+ Mfg. Part No. Termination Types Max Stock No. 1-499+ 

50 ohm, Cable Mount, Straight Plug 50 ohm, Cable Mount, Straight Plug 

@ 82-340-1052 Belden 9913, LMR-400 11GHz| 73K1484 | 20.51 @ KN-59-242 Crimp RG142, RG223,RG400 | 11GHz 90F1974 = 

@ 82-340-1054 LMR-400 11GHz| 73K1485 19.37 PIM_8866 

@ 82-6152 Crimp RG8X, Belden 7808A, LMR-240 |141GHz] 19¢5174] 10.65 

@ 82-5370 Crimp RG55, ers need RG142, | 11GHz| 51F3794 17.53 RF/Coax Adapters 

@ 82-5375 Crimp |RG58, RG58A, RGS58C, RG141,]11GHz| 51F3796 | 18.93 Convert Convert Impe- | Price Each 
RG303 Mfg. Part No. From To dance Stock No. 1-499+ 

@ 82-6313 Crimp RG59, RG62,RG140,RG210 |11GHz| 42J6001 10.03 Straight Adapter 

@ 82-6034 Crimp RG174, RG188A, RG316 11GHz| 01F685 14.24 @ UG-201A/U N Plug BNC Jack 50ohm 44F8447 = 

@ 82-202-1006 Solder | Belden 7810A, one 9913, LMR-]11GHz| 94F661 18.44 PIM_5511325 

@ 82-312 (UG-1185/U Solder |RG8, RG9, RG144, RG165,|11GHz] 59K0525 25.90 


RG213 500 N COAXIAL JACKS AND PLUGS 


® 
@ 82-202 (UG-21D/U) Solder |RG8, RG9, RG144, RG165,}11GHz| 59K0523 | 26.22 Pomona 


RG213, RG214, RG216, RG225 


@ 82-61 (UG-21B/U) Solder RG8, RG9, RG213, RG214 11GHz| 59K0528 | 31.28 


@ 82-96 (UG-21C/U) Solder |RG8, RG9, a RG214,} 11GHz| 59K0532 22.66 aad — « | 
@ 34025 (UG-536B/U) Solder RG58, RG141, RG142A, RG400 | 11GHz| 39F1324 21.01 —— 
© 82-6124 Solder RGA01 11GHz| 19¢5170 | 10.03 ie 
50 ohm, Panel Mount, Straight Plug Geatinpian 
@ 49000 [__ Solder RG8, RGS8, RG141,RG225 | 11GHz] 50F1600 | 35.82 avaienle 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-9+ 
@ 82-106 Dust Cap N Jacks 1905129 32.83 tks, re) O 
PIM_8199 O 
SSS 73062 
RF/Coax Adapters Cable Freq. yErice/Each 
7 r ; es Price Each Mfg. Part No. Termination Types Max | Stock No. 1+ 
Mfg. Part No. From “To. dana Stock No. 1-94 ee —_ Mount ed dated ae STORET cc: 
rimp ; i Z 3.29 
<a N Plug N 500hm 93F1462 9.39 50 ohm, Cable Mount, Straight Plug 
= @ 73050 Crimp RG58, RG141 6GHz | 08R6355 14.19 
@ 73062 Solder RG8, RG9, RG144, RG165, RG213,}11GHz| 08R6365 | 22.99 
50-OHM TYPE N JACKS RG214, RG216, RG225 
@ 73051 Solder RG8, RG213 11GHz| 08R6356 ee 
Johnson’ © 4787 Solder RG58, RG141, RG142, RG223 .._ | 7782729 | 25.99 
50 ohm, Panel Mount, Straight Flanged Jack 
@ 2455 Solder - a 77B2254 14.19 
PIM_90520 
50-OHM F CONNECTORS oe — 
Fig. 3 Available — TE 
Fig. 4 Pea, 
e Meet MIL-PRF-39012 performance requirements © Operate at frequencies up to Geeiinpian AUTHORIZED DISTRIBUTOR 
© Designs are based on 500 system impedance per 11GHz min. ‘Available 
MIL-STD-348 
Body material: brass. Contact material: beryllium copper. Contact finish: gold. pee 
Cable Freq. Price Each 5887046-1 
Mfg. Part No. Termination Types Max | Stock No. 1-9+ y < 
50 ohm, Cable Mount, Straight Bulkhead Jack BASTION 5887089-1 
@ 138-4349-407 Solder RG8, LMR-400 11GHz | 06M3369 28.13 7107663 
@ 138-4308-407 Solder RG55, RG142, RG223, RG400 | 11GHz | 06M3366 27.40 Cl Price Each 
@ 138-4307-407 Solder RG58, RG141, RG303 11GHz | 06M3365 3.67 Mfg. Part No. Termination Une Stock No. 4-299 
@ 138-4303-407 Solder RG161, RG174, RG188, RG316 | 11GHz | 06M3363 29.76 50 ohm, Cable Mount, Right Angle Plug 
@ 138-4596-401 Solder RG401 18GHz | 06M3385 8.86 © 887098-1 Crimp RG6 3500048 7.83 
@ 138-4594-401 Solder RG402 18GHz | 06M3384 8.83 50 ohm, Cable Mount, Straight Plug 
50 ohm, Panel Mount, Straight Bulkhead Jack © 4147668 Crimp RGS5O 9685212 ao 
a one oan Staight Bulkhead Jack = ‘GHz [MSMeses 19.60 50 ohm, Panel Mount, Straight Bulkhead Jack 
: : @ 5415712-1 Crimp RG179 96M0681 a 
© 138-4701407 | Solder “ NiGH2 |BOGMSS925 Melons 50 ohm, PCB Mount, Straight Bulkhead Jack | 
PIM_169726 © 6274020-1 Through Hole Vertical —_| 7" 96M0687 = 
50 ohm, PCB Mount, Straight Jack 
N STYLE STRAIGHT COAXIAL RF PLUGS ~~ | <| N G S - @ 5887046-1 Through Hole Vertical | 2 77M9223 5.81 
he PIM_114907 
by WINCHESTER 
_— Sonos —_-RF/Coax Adapters 
& LF Sepia Convert Convert Price Each 
ee 0 Mfg. Part No. From To Stock No. 1-9+ 
— Right Angle Adapter 
KN-59-239 KN-59-242 @ 5887089-1 F Jack F Plug 40M7815 ees 
PIM_5511721 


KN-59-176 
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CONNECTORS & ACCESSORIES 
RF COAX — MEDIUM 


50- AND 75-OHM ZDC SERIES F CONNECTORS AND 
ADAPTERS 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


MTT THT 
IAUCUUTUHT ETT? 


‘ 
D 


@ DC - 4GHz frequency range depending on 


© Durability: 50 cycles minimum 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


F CONNECTORS AND ADAPTERS 


6706 im 
zt 


6800 


RoHS — 
Compliant 
Available 


connector 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-49+ 6902 
75 ohm, Cable Mount, Straight Plug 
@ 5-1814821-3 Crimp RG6 2GHz | 78M7260 0.88 ere Z aa ; ; : 
© 5-1814821-1 Crimp RG59, RG62, RG140, RG210 | 2GHz 78M7259 = le F connectors and adapters are made from precision machined high quality brass (not die cast), with 
. arnish resistant nickel plating. 
@ 5-1814822-3 Twist On RG6 2GHz | 78M7263 — Price Each 
A Convert Convert Impe- 
75 ohm, PCB Mount, Right Angle Jack Mfg. Part No. From To dance Stock No. 1+ 
@ 5-1634540-1 Solder 2GHz | 78M7241 2.37 Right Angle Adapter 
PIM_108525 @6712 F Jack F Plug 750hm 61H3194 6.99 
Straight Adapter 
Adapters @ 6780 BNC Jack F Jack 750hm 02/8353 6.99 
Convert Convert Impe- Price Each @ 6781 BNC Jack F Plug 750hm 028354 6.99 
Mfg. Part No. From To dance Stock No. 1-49+ @ 6779 BNC Plug F Jack 75ohm 0238352 6.99 
Right Angle Adapter @ 6782 BNC Plug F Plug 75ohm 02J8355 6.99 
@ 5-1634537-1 F Jack F Plug 50ohm 78M7240 0.55 @ 6802 F Jack F Jack 750ohm 02/8358 6.99 
PIM_5515295 @ 6713 F Jack F Plug 75ohm 53H6777 4.39 
PIM_75868 
75-OHM F TYPE CONNECTORS Amphenol? RF 
MEDIUM-SIZE, WEATHERPROOF C COAXIAL Amphenol? RF 


RoHS 
Compliant 
Available 


20113 222131 


222154 
@ Frequency: 2.0GHz max. 
Mfg. part no. 222113 straight crimp plug, for RG-179 and RG-187 cable, features a nickel-plated brass body. 


© Gold-plated brass contact 


Mfg. part no. 222131 right-angle PCB jack featureS a bright tin-plated brass body. Mfg. part no. 222154 
terminator plug features a nickel-plated die-cast zinc body. 
Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-24+ 

75 ohm, , Straight Terminator 

@ 222154 7 3GHz 99H6288 1.09 
75 ohm, Cable Mount, Straight Plug 

@ 222113 Crimp RG179, RG187 | 2GHz 96H1231 1.95 
75 ohm, PCB Mount, Right Angle Jack 

@ 222131 Through Hole Right Angle es 2GHz 99H6281 1.97 
PIM_119513 


75-OHM F PC BOARD CONNECTORS 


=BOMAR 


by WINCHESTER 


ELECTRONICS 


RoHS — 
Compliant 
Available 


866B509 864B509S 


864/866 series are decoupled and shielded. Jacks have 4700pF capacitor integrated into the circuit. Fit into 
standard PC board footprints. Grounding tab for panel cutout. 


Freq. Price Each 

Mfg. Part No. Termination Max Stock No. 1-9+ 
75 ohm, PCB Mount, Right Angle Jack 
@ 864B509S Through Hole Right Angle 500MHz 80K0636 = 
75 ohm, PCB Mount, Right Angle Plug 
@ 866B509 Through Hole Right Angle 500MHz 80K0640 a 
PIM_88065 
428 


CONNECTORS 


RoHS _ 
Compliant 
Available 


Fig. 2 
Standard peak rating of 1500V and low VSWR to 10GHz. Mfg. part no. 82-532 peak rating of 4000V and good 
performance to 2GHz. Coupled by two stud bayonet lock, connectors provide constant 50-ohm impedance and 
may be used with 75-ohm cable below 300MHz. Temperature range: -55°C to +165°C. Hermetically sealed. 
Meet MIL-C-39012. 


Fig. 3 


Cable Freq. Price Each 

Mfg. Part No. | Termination Types Max | Stock No. 1-9+ 
50 ohm, Cable Mount, Straight Plug 

@ 82-532 Solder RG8, RG9, RG87A, RG213, RG214, RG225 | 4GHz | 82K8901 140.43 
@ 82-530 Solder RG8, RGY, RG87A, RG214, RG313, RG225 | 11GHz| 73K4060 | 458.22 
50 ohm, Panel Mount, Straight Bulkhead Jack 

82-515 Solder is 11GHz| 39F1141 110.36 

50 ohm, Panel Mount, Straight Flanged Jack 

@ 82-504 Solder 11GHz| 59K0526 | 100.69 
PIM_8247 


50-OHM ZDC SERIES MINI-UHF CONNECTORS 


@ DC - 2GHz frequency range 


@ Durability: 50 cycles minimum 


Cable Freq. Price Each 
Mfg. Part No. Termination Types Max Stock No. 1-49+ 
50 ohm, Cable Mount, Straight Jack 
@ 5-1814819-1 Crimp RG58, RG141 2GHz 78M7257 3.30 
50 ohm, Cable Mount, Straight Plug 
@ 5-1814818-1 Crimp RG58, RG141 2GHz 78M7256 2.18 


PIM_108531 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


AMP UHF CONNECTORS 


AUTHORIZED DISTRIBUTOR 
RoHS 

— Compliant 

; oe Available 


5226600-1 


5226602-1 


CONNECTORS & ACCESSORIES 
RF COAX — MEDIUM 


UHF 500V NON-CONSTANT IMPEDANCE COAXIAL 
CONNECTORS 


Amphenol® RF 


83-58SP bee 83-1 


RoHS 
Compliant 
Available 


83-1F 


83-1T 


Polypropelene dielectric. Order hand tools separately. See Product Index for a complete selection of coaxial 
cable. 83-1H, 83-765 
Cable Price Each © Operate to 300MHz © Temperature range: -50°C to +149°C 
Mfg. Part No. Termination Types Stock No. 1-9+ Cable Freq. Price Each 
, Cable Mount, Straight Bulkhead Plug Mfg. Part No. Termination Types Max | Stock No. 1-9+ 
@ 2-5330830-4 Crimp RGS8, Essex 621-715 16M3890 24.95 , Cable Mount, Straight Plug 
, Cable Mount, Straight Jack @ 83-58FCP Crimp RG58, RG58A, RG58C, RG141,} 300MHz} 39F1075 = 
@ 5226602-1 Crimp RG58, RG58A, RG58B, RG58C 16M3237 8.82 RG303 
, Cable Mount, Straight Plug @ 83-822 (PL-259) Solder RG8, RG9, RG11, RG13, RG63, | 300MHz} 59K0538 10.66 
@ 226279-2 Crimp RG8, RG8A, RG213 35K5273 Dan RETA, Rite bee R214, 
© 5226279-1 Crimp RG5E, RGSBA, RGSSB, RG5SC BRBANTY = © 83-1SP-1050 Solder [RG8, RG9, RG87A, RG213,|300MHz| 73K1495 | 10.53 
PIM. 8241 RG214, RG225 
@ 83-58SP Solder RG58, RG58A, RG58C, RG141,} 300MHz} 59K0535 | 24.80 
RG303 
50-OHM, 237VRMS MINIATURE UHF COAXIAL Amphenol®RF = ‘ess-7s0(ue-r117)|_ Solder | RG59, RGE2, RG140,RG210_[300MHz| 59K0536 | 25.00 
eo MES Ohe ' ' is , Panel Mount, Straight Bulkhead Jack 
or cellular mobile phone systems, y OHS 
similar applications to 2GHz. Geeeinpian @ 83-878 Solder a 300MHz| 82K8912 11.28 
Astroplate® finish. Operating ———_ , Panel Mount, Straight Flanged Jack, SO-239 
temperature: -55°C to +85°C. a @ 083-1R Solder iss | 300MHz | 73K1493 10.72 
, Panel Mount, Straight Flanged Jack, SO-239A 
81-115N-1000 @ 83-798 (SO-239A) | _ Solder 300MHz | 59K0537 | 46.39 
Cable Freq. Bnicolenchi 50 ohm, Cable Mount, Straight Plug 
Mfg. Part No. | Termination Types Max | Stock No. 4-24+ @ 83-1SP Solder RG8, Ee aaa RG213, igi 59K0534 TE 
50 ohm, Cable Mount, Straight Plug : : 
@ 81-115BK-1000 Crimp RG58, Essex 621-715 2.5GHz | 93F7541 9.25 | Price Each” 
@81-115N-1000 | Crimp |RG58, RG58A, RGS58C, RG141,|2.5GHz| 93F7597| 8.69 Mfg. Part No. Description Type For [StockiNon Matai 
RG303 @ 83-765 (UG-177/U) Flanged Hood Adapter 39F038 7.15 
50 ohm, Panel Mount, Straight Bulkhead Jack @ 83-168 (UG-176/U) Reducing Adapter 39F041 11.75 
@ 81-120 Solder 2.5GHz | 90F8454 7.91 @ 83-1AC Dust Cap 39F042 22.28 
PIM_8249 @ 83-1H ie Flanged Hood Adapter 83F6739 9.17 
@ 83-1F (UG-363/U) | UHF Jack to Jack, Bulkhead 82K8907 | 23.06 
RFX™ UHF COAXIAL CONNECTORS ® @ 83-1) (PL-258) UHF Jack to UHF Jack 82K8908 | 25.47 
Amphenol RF @ 83-1AP (UG-646/U) |  UHF Jack to UHF Plug 73K1492 | 22.35 
— AR @ 83-877 UHF Plug to UHF Plug 82K8911 | 42.81 
\o , @ 83-1T (M-358) UHF Tee, Jack-Jack-Plug 82K8909 | 34.56 
PIM_8201 
83-185-RFX, 83-168-RFX 
83-58FCP-RFX 
50-OHM UHF AND MINI-UHF CONNECTORS Amphenol®RF 


83-1R-RFX 


RoHS _ 
Compliant 
Available 


83-878-RFX 
© General-purpose for DC to 300MHz ® Voltage rating of 500V peak 
Cable Freq. Price Each 
Mfg. PartNo. | Termination Types Max | Stock No. 1-9+ 
, Cable Mount, Straight Plug 
@ 83-8SP-RFX Crimp RG8, RG8A, RG213, RG393 300MHz | 19C5196 7.91 


@ 83-58DCP-2RFX| Crimp 


RG58, RG58A, RGS8C, RG141, |} 300MHz| 73K1496 6.55 
RG303 


eo 


182110 


RoHS 
Compliant 
Available 


e® .& 


182102 


182115 
oe | 182116 


182306 182318 


@ 83-58FCP-RFX Crimp RG58, RG58A, RG58C, RG141,|300MHz| 93F1466 7.40 @ Nickel-plated brass connector body silver-plated 
RG303 © Gold-plated contacts, except mfg. part no. 182311 Frequency: 2.5GHz max. 
@ 83-1SP-15RFX Solder RG8, RG9, RG213, RG225 300MHz| 93F1465 5.18 Cable Freq. Price Each 
, Panel Mount, Straight Bulkhead Jack Mfg. Part No. | Termination Types Max Stock No. 1-9+ 
© 83-878-RFX Solder | [300MHz] 93F1470 | 10.09 50 ohm, Cable Mount, Straight Jack 
, Panel Mount, Straight Flanged Jack @ 182306 Crimp RG58, RG58C, LMR-195 500MHz | 90H9173 9.89 
@ 83-1R-RFX Solder | [300MHz 73K1494 7.73 @ 182113 Crimp RG59, RG62, RG140, RG210 2.5GHz | 99H5878 8.76 
For Use Briceleachi 50 ohm, Cable Mount, Straight Plug 
Mig. Part No. Type With StockNo. | 119.  _@ 182302 Crimp RG8X, Belden 7808A, LMR-240 | 2.5GHz | 89K6985 7.14 
@ 83-1AC-RFX Dust Cap UHF Jacks 82K8906 4.62 @ 182115 Crimp RG8X , LMR-240 500MHz | 99H5880 5.82 
@ 83-168-RFX Reducing Adapter UHF Connectors 93F1467 1.52 @ 182310 Crimp RG55, RG142, RG223 500MHz | 99H5898 11.00 
@ 83-185-RFX Reducing Adapter UHF Connectors 93F1468 1.88 @ 182110 Crimp | RG58, RG141, RG303, LMR-195 | 2.5GHz | 86H2583 3.59 
PIM_6271 @ 182102 Crimp RG213, RG393 500MHz | 99H5868 8.22 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


RF COAX — MEDIUM 


50-OHM UHF AND MINI-UHF CONNECTORS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


DBTM DOUBLE BUBBLE COMPRESSION CONNECTORS (CONT.) 


Cable Freq. Price Each For Use Price Each 
Mfg. Part No. | Termination Types Max | Stock No. 1-94 Mfg. Part No. Type With Stock No.|  1-1-4+ 
50 ohm, Cable Mount, Straight Plug CPLCRBC-BR | Compression Tool | RG59, RG6 & RGB Coaxial Cables F, RCA] 5178610 | 321.46 
© 182311 Crimp RG214 500MHz | 99H5899 2.76 & BNC RF Coaxial Connectors 
@ 182116 Solder RG8, RG213, RG393 500MHz | 99H5881 6.27 PIM_197420 
50 ohm, Panel Mount, Straight Bulkhead Jack 
@ 182318 Crimp RG58, RGS58A, RG58C, RG141, RG303 | 2.5GHz | 99H5903 4.82 Cable 
PIM_203454 Price Each 
Mfg. Part No. Stock No. 1-4+ 
BNC HIGH DEFINITION BROADCAST CONNECTORS PSAS9I6 5271897 13.27 
Features PIM_5511738 
@ True 75 O performance SENDING ALL THE RIGHT SIGNALS 
© Superior return loss through 4.5 GHz X RoHS _ . 
@ Extended BNC head knurl nut design to ease y compliant RCA/ Phono Audio 
identification and installation Brcecen 
@ Excellent holding force exceeding 100 Ibs, B 
i Bod Pkg. 
depending on cable type 'y —— 
© Fast installation compression connectors with Mfg. Part No. Material Stock No. 1-4+ 
1-piece design Plug 
# Polished Nickel Finish DB6RCAU-R Metal Body 5179259 = 
Belden Brilliance® Broadcast High-Definition PIM5511790 
BNC Connectors designed specifically for Belden = 
Brilliance® Broadcast and Professional A/V coaxial 
cable. HD Brilliance Connectors maximize broadcast signal integrity, quality, performance and durability. All 
Belden HD Brilliance connectors exceed SMPTE return loss standards, providing excellent headroom and true 1.0/2.3 SERIES CONNECTORS Am phenol® R F 


75 ohm performance. 


Price per ee flied 
Cable Freq. Pkg. —_— 
Mfg. Part No. Termination Types Max Stock No. 1-4+ 
75 ohm, Cable Mount, Straight Plug, Non Plenum : 
@ 1694ABHD1 Compression RGB 4.5GHz 5272619 186.22 na 
@ 1505ABHD1 Compression RG59 4.5GHz 5272614 186.22 
@ 179DTBHD3 Crimp Belden 179DT 4.5GHz 5272625 154.55 Fig. 2 
75 ohm, Cable Mount, Straight Plug, Non Plenum, Lockin Features: © Connectors Can Be More Densely Packed, Saving 
g : g 9 @ Push-Pull Coupling with Patented Locking Mecha- Panel Space 
@ 179DTBHDL Compression Belden 179DT 4.5GHz 5272623 257.16 nism Allows Quick Installation Applications: 
75 ohm, Cable Mount, Straight Plug, Non Plenum and Plenum © Push-Pull Offers Safe Coupling @ Base Stations, Cable Assemblies, Components 
@ 1855ABHD1 Compression Belden 1855A | 4.5GHz 5272627 187.75 e ull Cross-Threading Problems and Field eae Datacom, Routers, Switching Equipment, 
- : roblems elecom 
iS SSSASHDS enn Belden Tea8 aot . SzT2028 S355 The compact design of 1.0/2.3 series connectors permit dense packing. Ideally suited to applications where 
75 ohm, Cable Mount, Straight Plug, Non Plenum and Plenum, Locking space is limited. Threaded coupling provides positive mating and locking. Connectors are 500 units operating 
@ 1855ABHDL Compression Belden 1855A 4.5GHz 5272626 257.16 from 0-10GHz. Adapters ordered seperately; go online or call. 
75 ohm, Cable Mount, Straight Plug, Plenum Cable Freq. Price Each 
@ 1695ABHD1 Compression RG6 4.5GHz 5272622 201.40 Mfg. Part No. Termination Types Max Stock No. 1-9+ 
@ 1506ABHD1 Compression RG59 4.5GHz 5272617 28.19 50 ohm, Cable Mount, Straight Plug 
75 ohm, Cable Mount, Straight Plug, Plenum, Locking @ 102-799-48 Solder RG8X, Belden 7808A, LMR-240 | 10GHz | 3602892 18.39 
@ 1695ABHDL Compression RG6 4.5GHz §272621 257.16 @ 102-799-16 Solder RG174, RG188A, RG316 10GHz | 3602890 28.99 
PIM_197408 @ 102-799-16DB Solder RG316DB 10GHz | 3602891 13.08 
For Use Price Each 
Crimp Tools Mfg. Part No. Type With Stock No. 1-1-9+ 
For Use Price Each @ 102-799-050 Terminator, Plug 1.0/2.3 Coaxial Connectors 36C2887 20.16 
Mfg. Part No. With Stock No. 1-4+ PIM_69829 
Hand 
BB3PHCT Belden Hex Connectors 7579081 321.90.  3M™ HOT MELT AND EPOXY FIBER-OPTIC CONNECTORS 
PIM_5511736 
: — 
/ompliant 
Cable a og Available 
Price Each y 4 a 
Mfg. Part No. Stock No. 1-4+ . Y 
BB3PST 7579082 = > o 
PIM_5511737 Y 
by 6300-W 
DBTM DOUBLE BUBBLE COMPRESSION BELDEN é 
CONNECTORS 
SENDING ALL THE RIGHT SIGNALS 8119 a 
6105-B 
DB RCA Compatible with the industry standard SC products and other ST® connector products. Hot-melt, fast-curing 
adhesive and epoxy styles have zirconia ceramic ferrules and nickel-plated zinc housings. Boots are constructed 
DB BNC of nonflammable Estane®. Operating temperature: -40°C to +85°C. 
Features © Patented “double bubble” connection Price Each 
© BNC, RCA, and F compression connectors © True 360° compression technology ji cerca 
@ RG-59, RG-6, plenum, and security (CCTV) sizes | @ Patented non-blind entry design SC. Mult vs. < aT ra dc ee stoctaNoy Ah 
DB 360 Compression Connection System creates two 360° compression connections (one interior and one Multimode - Hot Melt Jacketed Connector, White 
exterior) providing a permanent, “double bubble” connection. The Radial Bubble Compression Tool and DB 360 @ 6300-W 125ym 92F1456 = 
compression connectors work as a complete system to provide a secure, reliable solution to all your custom SC, Singlemode - Hot Melt Jacketed Connector, White 
security installations. Ideal for security cameras and other exposed wiring installations. The unique double © 8300 126um 83F8368 
bubble connection provides superior protection against moisture migration limiting poor signal quality due to the : : iH —— 
elements. Order Belden Brilliance® broadcast coaxial cable ordered seperately; go online or call. ST, Multimode - Duplex Coupling 
@ 6113 COUPLING 125m 83F9133 = 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 


FIBER OPTIC COMPONENTS 


3M™ HOT MELT AND EPOXY FIBER-OPTIC CONNECTORS (CONT.) 905 AND 906 SERIES SMA CONNECTORS Am henol’ 


Price Each FIBERMOPTIC PRODUCTS 
Mfg. Part No. Diameter Stock No. 1-9+ RoHS | 
ST, Multimode - Epoxy Jacketed Connector, Black Geeiinpian 
@ 6105-B 125m 50F379 aE 
ST, Multimode - Hot Melt Jacketed Connector, Black 
@ 6100-B 125m 83F8365 =e 
ST, Multimode - Hot Melt Jacketed Connector, White 3 
@ 6100-W 125m 84F1175 = — 
ST, Multimode - Threaded Coupling I | 
@ 6112 125m 83F3530 = 
ST, Singlemode - Epoxy Jacketed Connector, Yellow 905-150-5004 
@ 8106 126um 50F373 = Offer complete electrical isolation with no short-circuiting and EMP, RFI/EMI immunity. Buffer diameter: 2.46mm. 
ST, Singlemode - Simplex Coupling Crimp ferrule inner diameter: 4.42mm. 905-150 series and 906-122 series are stainless steel. 905-400 SMArt 
i series is ceramic. 
@ 8119 06H1983 oe Price Each 
PIM_9234 Mfg. Part No. Diameter Stock No. 1-9+ 
SMA 
JACK-TO-JACK FEED-THRU BULKHEAD Am henol’ © 906-122-5000 100m / 140ym 87F777 14.32 
ADAPTERS mpn wh I SMA, Multimode 
@ 905-150-5002 100yum / 140m 90F9544 8.64 
@ 905-150-5001 128um 90F9543 10.78 
@ 905-150-5003 200ym / 230m 90F9545 11.20 
@ 905-150-5004 400um / 430m 90F9546 10.57 


953-120-5000 


905 Series SMA 
Flange Mount 


SMA PC Mount 


905 Series 


944 Series FC/PC 


954 Series SC to SC 


RoHS _ 
Compliant 
Available 


PIM_9193 


TE CONNECTIVITY’S AMP BARRIER STRIPS 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


aX Flange Mount 
Dust Cap w/Chain 
944 Series FC/PC 
D-Hole Barrier strips are dual rows, screw mounted with a flat base and end mounting holes. Body material: 
Convert Convert Price Each thermoplastic, black. Current rating: 20A. 

Mfg. Part No. From To Stock No. 1-4+ No. of Price Each 
Straight Adapter, D-Hole Mfg. Part No. Positions Voltage Current Stock No. 1-9+ 
@ 944-125-6002 FC Jack FC Jack 96F9930 ee 22 AWG-10 AWG 
@ 944-125-6003 FC Jack FC Jack 96F9931 Be @ 1546310-2 2 300V 30A 0745425 1.67 
© 905-120-5000 SMA Jack SMA Jack 39F3696 7.91 @ 1546310-4 4 300V 30A 0745427 2.87 
@ 953-120-5000 ST Jack ST Jack 90F9582 4.59 @ 1546310-6 6 300V 30A 0745429 10.47 
Straight Adapter, D-Hole, Die Cast Body @ 1546310-8 8 300V 30A 07J5431 5.97 
@ 953-120-5003 ST Jack ST Jack 96F9928 3.91 22 AWG-12 AWG 
@ 953-122-5003 ST Jack ST Jack 93F6596 = @ 1546306-2 2 300V 20A 07J5417 1.00 
Straight Adapter, Flange @ 1546306-3 3 300V 20A 0735418 1.09 
© 944-120-6000 FC Jack FC Jack 90F9583 6.16 @ 1546306-4 4 300V 20A 0755419 2.05 
Straight Adapter, Half-Length @ 1546306-5 5 300V 20A 07/5420 1.40 
© 905-120-5004 SMA Jack SMA Jack 94F8218 6.24 @ 1546306-6 6 300V 20A 07/5421 3.32 
Straight Adapter, Inline @ 1546306-7 7 300V 20A 07J5422 2.38 
© 905-120-5003 SMA Jack SMA Jack 94F664 7.19 © 1546306-8 8 300V 20A 0745423 _ 

5 @ 1546306-9 9 300V 20A 075424 3.10 
roles |Price Each 9 1-1546306-0 10 300V 20A 07/5403 3.66 
Mfg. Part No. Type With Stock No. 1-1-4+ = 
@ 905-163 Dust Cap | 905/906 Series Connectors and Adapters | 90F9585 9.04 © 4-1546306-2 12 300V 20A 0745405 =e 
@ 953-1061 Dust Cap ST Adapters 90F9586 672 @ 1-1546306-4 14 300V 20A 0745407 7.27 
Pie © 1-1546306-5 15 300V 20A 075408 3.94 
_ @ 1-1546306-6 16 300V 20A 0745409 4.02 
. : @ 1-1546306-8 18 300V 20A 075411 6.65 
Fibey epi Connectors @ 2-1546306-0 20 300V 20A 07/5433 6.20 
|PriceEach = @ 2-1546306-1 21 300V 20A 075434 7.30 
Mfg. Part No. Stock No. 14+ © 2-1546306-4 24 300V 20A 07J5437 9.69 
SMA - Flange, T0-5 Gan.or Insert © 2-1546306-5 25 300V 20A 0705438 8.69 
SoS Soseay 23.64 © 3-1546306-0 30 300V 20A 07/5444 40.29 
SMA - PC Screw, TO-5 Can or Insert PiM79942 
© 905-118-5000 39F3698 9.47 
SMA - Screw/Bulkhead, TO-18/46, SE4352 
© 905-138-5002 87F782 11.60 
PIM_5511327 
1.800.463.9275 © newark.com elementiu 431 


CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 
TERMINAL BLOCKS — BARRIER 


TRI-BARRIER TERMINAL BLOCKS OTB-351 SERIES THRU-PANEL 
© 20A@ 150V a TERMINAL BLOCKS 
© 10-22 AWG —_ TE Features: BLOCK of IR] BLOCKS 
© 4-40 wire clamp screws © SEMS screws “ 
© 0.5H x 0.6'W (12.7 x 15.24) AUeneED ORTREVTR Plastic finger-safe cover included World Class Terminal Blocks 
© UL recognized, CSA certified Gee tinoiat © Suitable for power supplies, industrial controls, RoHS 

Available motor drives, variable-speed controls Ge timaiat 

A Specifications: Available 
@ © Spacing: 8.5 mm 
@ Housing material: polycarbonate 
- @ Terminals: brass with nickel plating 
No. of Price Each © Operating temperature: -30°C to +80°C 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ © Wire size: 12 - 22 AWG 
22 AWG-10 AWG @ Rated voltage: 300V 
— @ Rated current: 20A 

(@ 5-1437657-7 2Positions | 11.13mm 600V 30A 7109266 1.63 ELE 
celia Last Mfg. Part N Pestle Volt Current Stock N a ca 
@ 6PCV-02-006 Positions | 953mm |  300V 10A 96B3669 1.98 aie “" anes or = ne ome men eA NO: z 
© 8-1437652-2 SPositions | 953mm | 300V 25A 7004340 2.76 as — SV OR — 
@cpcv-06-006 | 6Positions | 953mm |  300V 10A | 95C0731 1.91 . . —- ~ ; sa on area ee 
© 6PCV-07-006 7Positions | 9.53mm 300V 10A 16H1542 3.27 —— rl BOY SOA AaBGTaT a 
@ 6PCV-09-006 9Positions 9.53mm 300V 10A 83C7816 3.00 > , ee - any oA Ae 7aH a5 
© 4PCV-10-006 10Positions | 825mm 300V 20A 8900543 3.87 eo = a = 6 300V 0A 12P6789 = 
@ 5-1437653-1 12Positions | 9.53mm 300V 25A 8107819 9.17 — = 
@ GPCV-15-006 15Positions | 953mm 300V 10A 68C7076 4.43 eee 
© 8-1437653-0 16Positions | 9.53mm 300V 25A 9202806 6.69 
22 AWG-14 AWG 140, 140-Y SERIES SCREW TERMINAL BARRIER cinch 
@ 4PCV-08-006 | 8Posifions | 825mm |  300V 20h | 13H6454 | 6,89 BLOCKS coANEGTITY seCUTOA 
18 AWG-10 AWG abel group 
@ 8-1437657-0 4Positions | 11.13mm 600V 30A 16H6665 2.52 Pols 
@ 8PCV-05-006 5Positions | 11.1amm | 600V 30A 97C6716 1.45 COs 
© 8PCV-08-006 8Positions | 11.13mm 600V 30A 8500762 4.15 Al 
PIM_5196 


© 0.375” (9.53) density terminal blocks © Rated at 250V 
SNAPTRACK® SOCKET MOUNTING TRACK SYSTEM © Barriers boost electrical ratings and protect © Temperature range: -55° to +300°F 
against frayed wire shorting @ UL recognized 
© 140 Series have binder screws © Order fanning strips and jumpers separately 
@ 140-Y Series have Y terminals installed © Other sizes are available; go online or call 
AUTHORIZED DISTRIBUTOR No. of Price Each 
ee 85 Osa Mfg. Part No. Positions Voltage Current Stock No. 1-24+ 
j T Available 16 AWG, 140-Y Series Y Terminals 
Be | @ 2-140-Y 2 250V 15A 29F749 9.06 
fede al @ 4-140-Y 4 250V 15A 29F751 11.72 
—— @ 5-140-Y 5 250V 15A 29F752 4.07 
Sa ae @ 6-140-Y 6 250V 15A 29F753 15.25 
res © 10-140-Y 10 250V 15A 29F757 22.05 
; 16 AWG, 140 Series Binder Screw Terminals 
Fig:2 @ 2-140 2 250V 15A 28F700 13.07 
© Saves 30% Installation Time © Saves 50% Wiring Time © 3-140 3 250V 15A 28F701 14.38 
SNAPTRACK® is a nonconductive, rigid extruded PVC chassis for mounting socket assemblies and custom ©4140 q 250V 1A 28F702 
circuit boards. Mounts panels with rivets, screws or double-faced tape. PC boards snap-in from front and are - 15.76 
held securely by integral ribs that absorb shock when PC board is flexed. SNAPTRACK® allows convenient PC @ 5-140 5 250V 15A 28F703 14.09 
board removal for field servicing. Slots on 2” (50.8) centers for fast, easy installation. @ 6-140 6 250V 415A 28F704 15.20 
SNAPTRACK® MOUNTING TRACK—FIG. 2 7 250V 715A 2BF705 
RAIL ADAPTER FOR SNAPTRACK®—FIG. 3 @ 7-140 16.34 
Universal mounting foot that adapts SNAPTRACK® to the symmetrical DIN rail, asymmetrical DIN rail and A @ 8-140 8 250V 15A 28F706 17.41 
oa a t ith TKAD SNAPTRACK® rail adapt dered tely, t it on DIN rail oe . a ie BBEING Ul 
sleds is with type tail adapter, ordered separately, to mount on rails © 10-140 10 250V 715A 2BF708 TSIGG 
Piceleach @ 11-140 "1 250V 15A 28F709 9.47 
Mfg. Part No. Length Height Width Stock No. 1-44 @ 12-140 12 250V 15A 28F710 21.23 
PVC (Polyvinylchloride), Fig. 1 @ 14-140 14 250V 15A 28F870 12.91 
© :27K2-6 152.4mm 17.8mm 73.2mm 29F 287 5.15 @ 15-140 1 260V 194 Bored 971 
@ TK2-6-AG 152.4mm 17.8mm 78.7mm 29F1213 = © 16-140 16 250V 15A 28F872 6.92 
@ 27K2-12 304.8mm 17.8mm 73.2mm 29F 288 3.57 @ 18-140 18 250V 15A 28F874 12.57 
@ 81K2-48 4219.2mm 47.8mm 58.4mm 81F3753 17.64 @ 20-140 20 250V 15A 28F876 14.28 
© 27K2-48 1219.2mm 17.8mm 73.2mm 29F290 15.05 24140 a 250V 158 gonince 27.99 
@ 1K2-48-AG 7219.2mm 17.8mm 78.7mm 29F1216 14.35 © 25-140 2 250 415A gorines 18.13 
@ 3TK2-48 1219.2mm 17.8mm 85.3mm 70B8900 18.87 PIM_5431 
@ 6TK2-48 1219.2mm 17.8mm 104.4mm 98F7181 14.35 
PVC (Polyvinylchloride), Fig. 2 141 SERIES BINDER SCREW TERMINAL BARRIER 1 h 
@ 2TK2D-6 152.4mm 17.8mm 72.6mm 04F603 3.09 BLOCKS Cl nc 
@ 6TK2-6 152.4mm 17.8mm 104.4mm 48F2170 3.55 a 
@ 2TK2-24 609.6mm 17.8mm 73.2mm 29F289 9.25 iis 
@ 2TK2D-48 1219.2mm 17.8mm 72.6mm 04F607 14.60 Gee timoiat 
@ 4TK2-48 1219.2mm 17.8mm 75.2mm 94F5106 10.66 
@ TK2D-48 1219.2mm 17.8mm 79mm 04F602 14.52 
@ 3TK2D-48 1219.2mm 17.8mm 86.4mm 04F611 15.09 
- @ Same features as 140 Series except 0.438” © Order jumpers and fanning strips separately 
For Use Price Each (11.12) screw terminal density © Other sizes are available; go online or call 
Mfg. PartNo. | Type With Stock No. | 1-1-24+ © Fits #14 wire 
@ TKAD Adapter | Snaptrack Socket Mounting DIN Rail Track System | 50F2979 3.38 
PIM_5237 
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141 SERIES BINDER SCREW TERMINAL BARRIER BLOCKS (CONT.) JUMPERS (CONT.) 
No. of Price Each @ 142J-2 2 14.3mm 28F743 3.25 
Mfg. Part No. Positions Voltage Current Stock No. 1-49+ PIM_5472 
14 AWG 
@ 2-141 2 250V 20A 28F711 12.91 MARKER STRIPS . 
@ 3-141 3 250V 20A 28F712 11.58 ; Cl nch 
@4-141 4 250V 20A 28F713 12.59 gf cONNEcTIVITY soLUTIONS 
05-141 5 250V 20A 28F714 13.66 odes 
@ 6-141 6 250V 20A 28F715 14.74 Gee eimoiat 
@7-141 7 250V 20A 28F716 16.70 Bvalevle 
@ 8-141 8 250V 20A 28F717 16.76 A 
@ 9-141 9 250V 20A 28F718 11.67 
@ 10-141 10 250V 20A 28F719 18.81 
@ 11-141 it 250V 20h sh 720 2 © 0.031" (0.78) thick bottom moun © 0.125" (3.18) white numerals 
@ 12-144 12 250V 20A Arce 16.16 Used to identify terminal positions and insulate exposed portions of terminals from conductive mounting 
@ 14-141 14 250V 20A 28F879 10.26 surfaces. Flame retardant material. UL recognized. NOTE: suffix in mfg. part no. indicates series number. 
@ 15-141 15 250V 20A 28F880 9.44 Price Each 
@ 16-141 16 250V 20A 28F881 12.09 Mfg. Part No. Legend Stock No. 1-49+ 
@ 18-141 18 250V 20A 28F883 15.92 Terminal Block Marker, 11.13 mm Pitch Spacing 
@ 20-141 20 250V 20A 28F885 17.97 @ MS-10-141 1 to 10 29F832 1.29 
PIM_5432 @ MS-12-141 1 to 12 29F834 3.17 
@ MS-14-141 1 to 14 29F836 eer 
142 SERIES BINDER SCREW - @ MS-16-141 1 to 16 29F838 4.24 
TERMINAL BARRIER cinch sie Tot 29F840 2.22 
BLOCKS re @MS-2-144 1to2 29F824 2.13 
@ MS-20-141 1 to 20 29F842 4.70 
Gepsinpian @ MS-3-141 1 to3 29F825 2.23 
Avalable Te Ms-4-141 Tto4 29F826 0.99 
@ MS-5-141 1to5 29F827 1.02 
@ MS-6-141 1to6 29F828 2.60 
© Same features as 140 Series except 0.563" (14.3) @ Fits #10 wire @ MS-8-141 1 to8 29F830 1.24 
screw terminal density © Order jumpers separately Terminal Block Marker, 14.3 mm Pitch Spacing 
No. of |Price Each =“ @ MS-10-142 1 to 10 29F851 3.17 
Mfg. Part No. Positions Voltage Current Stock No. 1-24+ @ MS-12-142 Tto 12 29F853 1.76 
AD AWG @ MS.3-142 1103 29F844 2.23 
@ 2-142 2 250V 30A 28F722 14.32 @ MS4-142 Tto4 29F845 055 
@ 3-142 3 250V 30A 28F723 16.60 @ MS-6-142 1to6 29F847 1.02 
@ 4-142 4 250V 30A 28F724 18.78 @ MS-8-142 1to8 29F849 1.26 
@ 5-142 5 oy 30A aries 13.30 Terminal Block Marker, 9.53 mm Pitch Spacing 
@ 6-142 6 250V 30A 28F726 25.31 @ MS-10-140 1010 29F812 274 
S142 i ey Soh cue pes07 @ MS-14-140 Tto 14 29F816 1.48 
@ 8-142 8 250V 30A 28F728 28.36 @ MS-15-140 Tto 15 29F817 ae 
@ 9-142 9 250V 30A 28F729 14.33 @ MS-16-140 Tto 16 29F818 1.67 
@ 10-142 10 250V 30A 28F730 32.50 wie5440 Tod 29F804 213 
@ 12-142 12 250V 30A 28F732 31.13 @ MS-20-140 T1020 29F822 452 
@ 14-142 14 250V 30A 28F887 19.97 @ MS-3-140 1to3 29F805 2.32 
@ 16-142 16 250V 30A 28F889 2512 @ MS-4-140 tod 29F806 250 
PIM_5433 @ MS-5-140 1105 29F807 1.01 
@ MS-6-140 1to6 29F808 2.50 
JUMPERS Ci n ch @ MS-7-140 1to7 29F809 0.58 
CONNECTIVITY SOLUTIONS @ MS-8-140 ito8 Bl) 1.17 
abelgoup @ MS-9-140 1to9 29F811 0.65 
PIM_5438 


RoHS _ 
Compliant 
Available 


142J-2 


PC SCREW TERMINAL CONNECTORS 


~ae 


@ Rugged nickel-plated brass 
© Mfg. part no. 142J-1 connects two alternate 


terminals 
© Sold in multiples of 5 


8195, 7775 86 B18 

8191, 7701 ele 8195, 7775 
PC board mount nickel-plated brass 6-32 binding Rots iit 
Insert into predrilled or punched holes head screw Avante 


Antirotational to enhance stability 

Accept 14-22AWG solid/stranded wire 

Rated 15A 

0.032” (0.813) thick tin-plate brass terminal with 


© Mfg. part no. 8196 supplied with 
10-32 x 3/8” long screw 

@ Antiwicking design 

@ For high-density packaging 


No. of Price Each 
Mfg. Part No. Positions Pitch Stock No. 1-49+ 
Jumper, for Barrier Block Series 140 
@ 140J-1 2 9.53mm 28F833 PON 
Jumper, for Barrier Block Series 144 
@ 141 2 11.13mm 28F790 2.77 
@ 141J-1 2 11.13mm 45F779 1.00 
Jumper, for Barrier Block Series 142 
@ 95B 2 14.3mm 28F789 2.74 
Jumper, for Barrier Block Series 142, 542 
@ 142J-1 2 | 14.3mm 28F742 1.06 
> CONTINUED > 
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PC SCREW TERMINAL CONNECTORS (CONT.) 


white, -5 for Blue, -6 for Green and -7 for Yellow; go online or call. 


@ Indicates ROHS Compliant 


DOUBLE ROW, OPEN AND CLOSED 
BACK PHENOLIC TERMINAL BLOCKS 


4] Find Datasheets Online 


marathon 


| Hole Price Each Special Products 
Mfg. Part No. Dia. Material Plating Stock No. 1-9+ isiis 
Snap-In, Unassembled Horizontal Omang 
© 7690 Brass in 62W5215 0.64 
Snap-In, Unassembled Vertical AL G 
© 7691 = Brass in 51B259 0.58 
PC Board, Unassembled Vertical 
@ 8195 1.57mm Brass in 96B2701 0.26 
PC Board, Captivated Assembled Vertical 601-GP-6 
@7775 | 1.57mm Brass in 62W5235 0.42 © Molded general-purpose phenolic material © Suffix in mfg. part nos. denote number of terminals 
PC Board, Unassembled 45° @ UL recognized, CSA certified 
@ 8189 1.85mm Brass in 26C1916 0.76 No. of Price Each 
PC Board, Captivated Assembled Vertical Mfg. Part No. Positions Voltage Current Stock No. 1-29+ 
@7701 4.85mm Brass in 62W5224 0.42 22 AWG-12 AWG, %” Centers, Class C 
PC Board, Unassembled Vertical © 670A-RZ-08 8 250V 20A 95F5881 11.49 
@ 8191 4.85mm Brass in 51B260 0.50 @ 670A-RZ-20 20 250V 20A 95F5887 15.04 
Snap-In, Unassembled Vertical @ 670A-RZ-24 24 250V 20A 95F5889 25.01 
@ 8197 4.93mm Brass in 91B6718 0.67 22 AWG-12 AWG, Double Row, %” Centers, Class C 
Snap-In, Unassembled Vertical HD © 670A-GP-20 2 250V 20A 87F5248 82.98 
@ 8196 | 2.6mm Brass in 62W5245 1.06 @ 670A-GP-2 2 250V 20A 87F5251 7.62 
PM 8194 © 670A-GP-4 4 250V 20A 87F5252 17.20 
© 670A-GP-6 6 250V 20A 87F5253 30.62 
© 670A-GP-8 8 250V 20A 87F5254 37.97 
LOCKWASHER & SOLDER TERMINAL EYSTONE @ 670A-GP-10 10 250V 20A 87F5255 37.82 
LUGS LECTRONI CORR 
@ 670A-GP-12 12 250V 20A 87F5245 50.92 
pl i ee 180 ia @ 670A-GP-14 14 250V 20A 87F5246 30.19 
@ 670A-GP-16 16 250V 20A 87F5247 56.10 
| 22 AWG-12 AWG, 7/16” Centers, Class C 
875 H 625 A68 @ 601-GP-20 2 300V 20A 65F1195 52.75 
H H © 601-GP-2 2 300V 20A 65F1184 77 
| | © 671GP 03 3 250V 20A 03C1978 12.74 
© 601-GP-3 3 300V 20A 65F1185 8.71 
Fig. A Fig. B Fig C © 671-GP-4 4 250V 20A 65F1252 13.49 
ae ee 250-4 Sate ie © 601-GP-4 4 300V 20A 65F1186 10.90 
| | | © 601-GP-5 5 300V 20A 65F1187 13.67 
t © 671-GP-6 6 250V 20A 65F1253 30.10 
© 601-GP-6 6 300V 20A 65F1188 40.40 
734 H 515 .640 @ 601-GP-7 7 300V 20A 65F1189 18.82 
| H | \8) H @ 671-GP-8 8 250V 20A 65F1254 37.69 
a Y © 601-GP-8 8 300V 20A 65F 1190 24.19 
© 671-GP-10 10 250V 20A 65F1255 37.82 
Fig. D Fig E Fig F © 601-GP-10 10 300V 20A 65F1191 58.66 
312 — 312 aa @ 671-GP-12 12 250V 20A 65F1256 24.10 
5 | | ay " Sep tinoian @ 601-GP-12 12 300V 20A 65F1192 28.08 
ee © 671-GP-14 14 250V 20A 65F1257 27.48 
| , © 671-GP-16 16 250V 20A 65F1258 25.91 
718 H B12 H © 601-GP-16 16 300V 20A 65F1193 42.84 
| A © 601-GP-18 18 300V 20A 65F1194 69.88 
@ 671-GP-20 20 250V 20A 65F1260 38.77 
@ 671-GP-2 20 250V 20A 65F1251 5.63 
Fig G Fig H 22 AWG-12 AWG, 6-32 Screw %” Centers, Class C 
© Material: Brass © Plating: Tin @ 600A-GP-2 2 300V 15A 87F5185 8.87 
Price per © 600A-GP-4 4 300V 15A 87F5239 11.48 
Stud Size Pkg. @ G00A-GP-6 6 300V 15A 87F5240 15.50 
Mfg. Part No. Imperial Stock No. 1+ @ G00A-GP-12 12 300V 15A 87F5243 76.24 
Brass, Fig. A @ 600A-GP-14 14 300V 15A 87F5244 38.39 
© 903 4 62W5742 0.06 @ 600A-GP-16 16 300V 15A 87F5249 42.84 
© 903 4 94F9909 _ 22 AWG-12 AWG, 6-32 Screws %” Centers, Class C 
Brass, Fig. B @ 600A-GP-20 2 300V 15A 87F5250 124.62 
@914 6 94F878 0.23 © 600A-GP-8 8 300V 15A 87F5241 20.36 
Brass, Fig. C @ 600A-GP-10 10 300V 15A 87F5242 46.30 
© 907 2 62w5744 0.37 22 AWG-12 AWG, 5-40 Screw %” Centers, Class C 
Brass, Fig. E, 0.136” Stud Size © 600-GP-20-PSB 2 600V 15A 65F1172 | 210.36 
© 4004 62W5668 0.20 @ 600-GP-10-PSB 10 800V 15A 65F1167 50.22 
Brass, Fig. G © 600-GP-12-PSB 12 600V 15A 65F1168 126.96 
@ 7315 6 90B5666 0.11 @ 600-GP-14-PSB 14 600V 15A 65F1169 58.05 
Brass, Fig. H @ 600-GP-16-PSB 16 600V 15A 65F1170 149.77 
@ 7319 8 9000704 0.25 22 AWG-12 AWG, 5-40 Screws *4” Centers, Class C 
Brass, Fig. | @ 600-GP-04-PSB 4 600V 15A 65F1162 24.71 
© 7327 8 1801820 0.23 © 600-GP-06-PSB 6 600V 15A 65F1164 85.29 
© 7325 4 62W5734 0.23 © 600-GP-22-PSB 22 300V 15A 65F1173 88.15 
Brass, Fig. J @ 600-GP-02-PSB 2 600V 15A 65F 1160 34.76 
© 7329 6 98H1340 0.10 
PIM_78633 
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TERMINAL BLOCKS — BARRIER 


SINGLE ROW, FLAT AND FEED-THRU MOUNT TERMINAL BLOCKS (CONT.) 


(CONT.) No. of Price Each 
No. of Price Each Mfg. Part No. Positions Voltage Current Stock No. 1-49+ 
Mfg. Part No. Positions Voltage Current Stock No. 1-29+ 20 AWG-18 AWG 
20 AWG-18 AWG, Miniature 4” Centers, Class B @ 411-GP-4-PSB 4 300V 5A 87F5256 = 
@ 410-GP-06-PSB 6 300V 5A 65F1120 —_ @ 410-GP-04-PSB 4 300V 5A 90B0955 — 
@ 410-GP-08-PSB 8 300V 5A 65F1121 a @ 411-GP-6-PSB 6 300V 5A 87F5257 _ 
@ 410-GP-10-PSB 10 300V 5A 65F1122 — @ 411-GP-08-PSB 8 300V 5A 87F5258 os 
@ 410-GP-12-PSB 12 300V 5A 65F1123 = 16 AWG-14 AWG 
@ 410-GP-14-PSB 14 300V 5A 65F1124 @ 699-GP-2 2 150V 20A 65F1287 3.46 
@ 410-GP-16-PSB 16 300V 5A 65F1125 @ 699-GP-4 4 150V 20A 65F1288 5.35 
@ 410-GP-18-PSB 18 300V 5A 65F1126 _ @ 699-GP-6 6 150V 20A 65F1289 20.24 
@ 410-GP-20-PSB 20 300V 5A 65F1127 _ @ 699-GP-8 8 150V 20A 65F1290 9.61 
@ 410-GP-22-PSB 22 300V 5A 65F1128 — @ 699-GP-12 12 150V 20A 65F1292 33.46 
14 AWG-10 AWG, 9/16” Centers, Class C PIM 5256 
@ 672-GP-20 2 600V 30A 65F1278 72.53 
@ 672-GP-2 2 600V 30A 65F1269 9.22 
@ 672-GP-4 4 600V 30A 65F1270 13.81 J TYEE JOMEPRS mM ral rat hon" 
@ 672-GP-6 6 600V 30A 65F1271 24.57 7 
@ 672-GP-8 8 600V 30A 65F1272 30.22 Special Products 
@ 672-GP-10 10 600V 30A 65F1273 37.41 Gee eins 
@ 672-GP-12 12 600V 30A 65F1274 54.12 Available 
@ 672-GP-16 16 600V 30A 65F1276 58.96 
14 AWG-12 AWG, 9/16” Centers, Class C 
@ 602-GP-2 2 300V 30A 65F1207 7.86 
@ 602-GP-20 2 300V 30A 65F1216 61.72 
@ 602-GP-4 4 300V 30A 65F1208 13.11 
© 602GP 06 6 300V 30A 0360805 18.64 For single and double row flat mount thermoset terminal blocks. 
@ 602-GP-8 8 300V 30A 65F1210 24.03 = 
No. of Price Each 
© 602-GP-10 i aoe _ GAB 200i Mfg. Part No. Positions Pitch StockNo. [129+ 
@ 602-GP-12 12 300V 30A 65F1212 87.03 Jumper 
@ 602-GP-14 14 300V 30A 65F1213 102.75 @J410 2 635mm 65F1316 = 
@ 602-GP-16 16 300V 30A 65F1214 86.35 @ GO0RJS-2 2 9.5mm 94F4573 3.72 
@ 602-GP-18 uy ss 30A G5FI215 | 50.02 © 1600 2 9.65mm 9684859 0.36 
12 AWG-2 AWG, Heavy-Duty 1 %” Centers, Class C © 601 2 1.1mm 65F1314 0.23 
@ 605-GP-03-PSB 3 600V 90A 44F7835 | 104.10 © 1602 2 143mm 65F1313 aaa 
12 AWG-4 AWG, Heavy-Duty %” Centers, Class C @ 1603 2 17.5mm 98F208 0.33 
© 604-GP-3 3 300V 70A 44F7840 42.73 ScooRISs 3 9.5mm O4F4574 472 
@ 604-GP-4 4 300V 70A 44F7841 55.59 @ G00RJS-22 22 9.5mm 70B8415 69.24 
12 AWG-4 AWG, Heavy-Duty %”, Class C Bik Eas 
@ 604-GP-2 2 300V 70A 44F7839 ae ‘. 
@ 604-GP-6 6 600V 70A 44F7843 ms 
© 604-GP-8 8 600V 70A ‘44F7845 ma GROUNDING LUGS mara t h on” 
12 AWG-10 AWG, Heavy-Duty 11/16” Centers, Class C g 
© 603-GP-2 2 300V 50A 65F1227 8.02 Special Products 
@ 603-GP-4 4 300V 50A 65F1228 38.68 RoHS 
© 603-GP-6 6 300V 50A 65F1229 21.66 GeBerpian 
@ 603-GP-8 8 300V 50A 65F1230 73.91 © 
@ 603-GP-10 10 600V 50A 65F1231 91.35 A G 
PIM_5283, 


SINGLE ROW, FLAT AND FEED-THRU 
MOUNT TERMINAL BLOCKS 


marathon” 


Special Products 


RoHS _ 
Compliant 
Available 


@ UL recognized, CSA certified © Suffix in mfg. part nos. denote number of terminals 


Tin-plated, high-conductive aluminum. UL recognized, CSA certified. 


Stud Size | Stud Size AWG | Price Each 
Mfg. Part No. Imperial Metric Max Qty Stock No. 1-59+ 
Non Insulated - Screw 
@GL20 5/16” M8 OOAWG 1 52F9784 4.50 
@ GLO2 5/16” M8 2AWG 1 52F9783 2.67 
@ GL35 5/16” M8 6AWG 1 52F9785 11.64 
PIM_5259 


HEAVY-DUTY TERMINAL BLOCKS 


marathon” 


Special Products 


RoHS _ 
Compliant 
Available 


2 


stead 


© CSA certified file No. LR19766 
© 1S09001:2000 certified 


11xx series, 1103P and 1204 are deadfront style. 15xx series are barrier style, available in three types denoted 
by suffix in mfg. part nos.: STD = standard connector; ST = 10-32 stud; and SC = short circuiting bar with brass 


No. of Price Each 
Mfg. Part No. Positions Voltage Current Stock No. 1-49+ 
22 AWG-16 AWG 
@ 599-GP-2 2 300V 15A 65F1140 3.46 
@ 599-GP-03-PSB 3 300V 15A 90B1241 elidel 
@ 599-GP-4 4 300V 15A 65F1142 4.73 
@ 599-GP-6 6 300V 15A 65F1144 7.26 
@ 599-GP-8 8 300V 15A 65F1146 as 
@ 599-GP-10 10 300V 15A 65F1147 10.06 11xx Series, 1103P, 1204 
@ 599-GP-12 12 300V 15A 65F1148 = e General-purpose phenolic molded base, rated 
@ 599-GP-20 20 300V 15A 65F1151 = e aed file No. E62806 
insert, 4 shorting pins per block. 
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HEAVY-DUTY TERMINAL BLOCKS (CONT.) POWER DISTRIBUTION AND SPLICER BLOCKS (CONT.) 
No. of Price Each No. of Price Each 
Mfg. Part No. Positions Voltage Current Stock No. the Mfg. Part No. Positions Voltage Current Stock No. 1-24+ 
22 AWG-10 AWG 14 AWG-4 AWG, Line: Fig. 3, Load: Fig. 4 
@ 15048C 4 600V 75A 95F5861 75.09 @ 1421570 1 600V 175A 96F4485 83.71 
@ 1504STD 4 600V 75A 95F5903 38.23 @ 1422570 2 600V 175A 96F4490 94.80 
@ 1506STD 6 600V 75A 95F5904 45.73 @ 1423570 3 600V 175A 96F4495 81.96 
@ 15068C 6 600V 75A 95F5862 89.68 @ 1422122 2 600V 200A 01F2294 32.33 
@ 1508STD 8 600V 75A 95F5905 44.11 @ 1432563 2 600V 230A 01F2295 244.04 
@ 15128T 12 600V 75A 95F5856 103.60 PICSERR 
© 1612STD 12 600 TSA 95F5910 97.47 Mfg. Part No. Description Stock No. 11-294 
@ 1512STD 12 800V TSA 95F5906 79.74 @ CH1323 Power Block Cover, 132 Series 9104926 5.67 
18 AWG-4 AWG @cc1413 Power Block Cover, 141 Series 7705682 10.64 
© 1204 : 600V zn S0E S506 34.66 © 601433 Power Block Cover, 143 Series 90B1375 14.78 
18 AWG-6 AWG -IMISaAG 
@ 1102 2 600V 65A 95F5508 23.13 
oe : = = St ae2— —9.53MM AND 11.13MM HIGH-BARRIER SINGLE-ROW im ol ex 
@ 1108 8 600V 65A 95F5913 73.88 TERMINAL STRIPS 
@ 1112 12 600V 65A 95F5914 me Gee tinpian 
4AWG4AWG Avalble 
@ 1103P 3 600V 70A 95F5504 = AY @ 
PIM_5453 


POWER DISTRIBUTION AND SPLICER 7 
BLOCKS marathon 


— Special Products 
= &| lee 
SS) 


Fig. 1 Fig. 2 
© 72 Series: 25 Amp @ 300V, 0.375” (9.53) Centers © 63 Series: 25 Amp @ 600V, 0.438” (11.13) Centers 


Barrier strips are UL94V-0 glass-filled flexible thermoplastic. Choose from 4 terminal styles: printed circuit 


2 4 ne . i ie bottom-side, insulated solder turret bottom-side, no printed circuit terminals, and insulated quick-connect. 
PQ po pg 400MCM-6 AWG 2-44AWG Terminals are welded, resulting in no solder joint fatigue caused by twisting the tails. Terminals are tin-lead 
Sees plated brass with 6-32 x 1/4 phillips/slotted screws. 0.66"(16.8)H x 0.63"(16.0)W. UL recognized, CSA certified. 
See © SS z = No. of [Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-9+ 
S Ss SS) A G 24 AWG-12 AWG, 72900 Series, Insulated Quick-Connect Terminals, Fig. 3 
Fig. 6 ian io say @ 38721-6703 3Positions 9.53mm 300V 25A 29B7231 2.74 
Lines 210-14 AWG aia46 x aie Sti @ 38721-6704 4Positions | 953mm 300V 25A 72K2050 2.15 
214AWG @ 38721-6706 6Positions 9.53mm 300V 25A 72K2051 3.89 
© 600 Volt, 1 Line, 1 Load Opening Per Pole, Except © UL Recognized, CSA Certified, ISO9001:2000 24 AWG-12 AWG, 72200 Series, Insulated Solder Turret Terminals, Fig. 2 
All Power Distribution Blocks Certified © 38720-3202 2Positions 9.53mm 300V 25A 14F2017 2.13 
‘ fe SOs ah apes anit vee ic Weed tettc naa Lae 3Positions | 9.53mm 300V 25A 72K2034 3.02 
14 sro per dnson ad spc Hsts fate eal size, Nighinpact hemopate,led al 128°“ song | _<Peniore | osinm | _sov_| 25a [_Taxa035_| 939 
at 150° C. @ 38720-3205 5Positions 9.53mm 300V 25A 72K2036 3.45 
No. of Price Each @ 38720-3206 6Positions 9.53mm 300V 25A 14F2021 4.61 
Mfg. Part No. Positions Voltage Current Stock No. 41-24+ @ 38720-3208 8Positions 9.53mm 300V 25A 73K1460 6.40 
16 AWG-10 AWG, Line: Fig. 1, Load: Fig. 2 @ 38720-3210 10Positions 9.53mm 300V 25A 72K2038 7.34 
@ 1412400 iis 600V 115A 96F4469 51.36 @ 38720-3212 12Positions 9.53mm 300V 25A 72K2040 5.91 
@ 1411400 1 600V 115A 96F4463 71.89 24 AWG-12 AWG, 63500 Series, Printed Circuit Bottom Terminals, Fig. 1 
@ 1413400 3 600V 115A 96F4475 68.66 @ 38630-6402 2Positions 11.13mm 600V 25A 72K2021 1.21 
@ 1414400 4 600V 115A 96F4481 160.07 @ 38630-6403 3Positions 11.13mm 600V 25A 28M9378 0.75 
14 AWG-00 AWG, Line: Fig. 3, Load: Fig. 4 @ 38630-6404 4Positions 11.13mm 600V 25A 72K2022 3.60 
@ 1323570 3 600V 175A 9104930 115.07 @ 38630-6406 6Positions 11.13mm 600V 25A 26M8378 5.07 
14 AWG-2 AWG, Line: Fig. 7 @ 38630-6410 10Positions 11.13mm 600V 25A 72K2023 2.14 
@ 1433552 3 600V 335A 01F2291 284.64 22 AWG-14 AWG, 72500 Series, Printed Circuit Bottom Terminals, Fig. 1 
@ 1433553 3 600V 335A 01F2292 410.66 @ 38720-6202 2Positions 9.53mm 300V 15A 14F2034 1.99 
14 AWG-2 AWG, Line: Fig. 3, Load: Fig. 3 @ 38720-6204 4Positions 9.53mm 300V 15A 72K2042 1.35 
@ 1422572 2 600V 175A 96F4491 45.81 @ 38720-6205 5Positions 9.53mm 300V 15A 72K2043 2.69 
@ 1423572 3 600V 175A 96F4496 38.54 © 38720-6206 6Positions 9.53mm 300V 15A 72K2044 3.69 
14 AWG-2 AWG, Line: Fig. 1, Load: Fig. 1 © 38720-6208 8Positions 9.53mm 300V 15A 72K2046 5.48 
@ 1411300 1 600V 115A 96F4462 28.99 @ 38720-6210 10Positions 9.53mm 300V 15A 14F2042 5.60 
@ 1412300 2 600V 115A 96F4468 30.01 @ 38720-6212 12Positions 9.53mm 300V 15A 72K2048 7.40 
@ 1423552 3 600V 115A 96F4493 48.84 @ 38720-6216 16Positions 9.53mm 300V 15A 72K2049 7.51 
@ 1413300 3 600V 115A 96F4474 29.54 PIM_5225 
@ 1414300 4 600V 115A 96F4480 40.63 
14 AWG-4 AWG, Line: Fig. 6, Load: Fig. 5 Barrier - Panel Mount 
@ 1433555 3 600V 350A 01F2293 183.12 iigial Price Each 
14 AWG-4 AWG, Line: Fig. 3, Load: Fig. 5 Mfg. Part No. Positions Voltage Current StockNo. |  1-9+ 
@ 1402401 ae 600V 175A 01F 2289 301.39 24 AWG-12 AWG 
@ 1403401 aa 600V 175A 01F2290 156.52 @ 38720-0206 6 300V 25A 72K2031 5.67 
22 AWG-12 AWG 
@ 38720-0204 4 300V 25A 73K1459 2.42 
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76 SERIES 0.375” (9.53) 20A BARRIER TERMINAL 78 SERIES 0.438” (11.1) 20A BARRIER TERMINAL STRIPS (CONT.) 


STRIPS a molex an Price Each 


RoHS _ Mfg. Part No. Positions Voltage Current Stock No. 1-9+ 
COs 24 AWG-12 AWG 
A @ 38780-0102 2 300V 20A 72K2076 4.15 
@ 38780-0103 3 300V 20A 94F3880 5.71 
@ 38780-0104 4 300V 20A 72K2077 6.85 
@ 38780-0105 5 300V 20A 72K2078 3.28 
@ 38780-0106 6 300V 20A 72K2079 8.34 
e ae Thermoplastic Housing, Rated @ Wire Size: 12 to 24 AWG © 38780-0108 8 300V 20A 14F2634 9.09 
Double row, closed-back high barrier strips with 0.375” (9.5) terminal centers. 110°C temperature index. Zinc- © 38780-0110 10 300V 20A 72K2081 10.69 
chromate-plated steel no. 6-32 x 0.250” (6.35) phillips/slotted screws. 0.88” (22.4) wide x 0.63” (16) high. Voltage @ 38780-0112 12 300V 20A 72K2082 5.79 
rating: UL recognized 300Vrms Class B, 150Vrms class C; CSA certified 300V @ 20A. Withstanding voltage: @ 38780-0114 14 300V 20A 72K2083 640 
UL! RE @ 38780-0116 16 300V 20A 72K2084 11.66 
Mfg. Part No. sl Voltage Current Stock No. ll is | Sse 7il6 it spy 20A eas gigs 
24 AWG-12 AWG @ 38780-0120 20 300V 20A 72K2086 10.16 
© 38760-0102 2 300V 0A 73K4055 ney @ 38780-0124 24 300V 20A 72K2087 8.61 
© 38760-0103 3 300V 20A 72K2053 2.89 ee 
@ 38760-0104 4 300V 20A 72K2054 6.32 
© 38760-0105 5 300V 20A 72K2055 7.70 MOLEX TERMINAL BLOCK JUMPERS 
@ 38760-0106 6 300V 20A 72K2056 7.70 
@ 38760-0107 7 300V 20A 30B1805 5.65 
@ 38760-0108 8 300V 20A 72K2057 9.66 
@ 38760-0110 10 300V 20A 72K2058 8.45 
@ 38760-0112 12 300V 20A 14F2606 10.87 ; 
@ 38760-0114 14 300V 20A 72K2059 8.32 Geptinpiat 
@ 38760-0116 16 300V 20A 72K2060 10.34 Available 
@ 38760-0118 18 300V 20A 72K2061 6.63 
@ 38760-0120 20 300V 20A 72K2062 8.09 
@ 38760-0122 22 300V 20A 73K6081 7.91 
@ 38760-0124 24 300V 20A 72K2063 12.30 
@ 38760-0130 30 300V 20A 72K2064 14.79 
PIM_5183 
77 SERIES 0.375” (9.5) 20A BARRIER TERMINAL @ Nickel-Plated Brass © Sold in Multiples of 10 
cae molex No.of lenicelesohi 
Mfg. Part No. Positions Pitch Stock No. 1-9+ 
Gee sinpian Jumper 
Available @ 38002-0333 2 11.18mm 72K1975 0.36 
AY G @ 38002-0358 2 14.27mm 01H9090 0.36 
@ 38002-1290 8 9.53mm 72K1979 1.49 
Jumper, Fig. 2 
Same as 76 series strips except low-barrier design. CSA certified 150Vrms @ 204A; and withstanding voltage: © 38002-0176 3 794mm 298895 0.31 
7500Vrms. 0.88” (22.4) wide x 0.44” (11.2) high. 0.375” (9.5) terminal centers. Jumper, Fig. 3 
No. of Price Each @ 38002-0260 2 10.72mm 29B1108 0.30 
Mfg. Part No. Positions Voltage Current Stock No. 1-9+ Jumper, Fig. 4 
24 AWG-12 AWG “38002-03388 #| #2 | « | 2961361 | 032. 
@ 38770-0102 2 300V 20A 14F2615 2.81 Jumper, Fig. 5 
@ 38770-0103 3 300V 20A 72K2065 2.72 @ 38723-6502 2 9.53mm 72K2052 0.56 
@ 38770-0104 4 300V 20A 72K2066 6.02 Jumper, Fig. 6 
@ 38770-0105 5 300V 20A 14F2617 7.10 @ 38002-1335 3 we 29B7480 0.09 
@ 38770-0106 6 300V 20A 72K2067 7.31 PIM_77852 
@ 38770-0107 7 300V 20A 72K2068 5.37 
ean - —- — ibe aa 9.50MM (0.374”) SINGLE ROW BARRIER BLOCKS i 2 
@ 38770-0112 12 300V 20A 14F2621 10.33 mu icomp 
@ 38770-0114 14 300V 20A 72K2072 2.85 
@ 38770-0116 16 300V 20A 14F2624 6.09 
@ 38770-0120 20 300V 20A 14F2626 11.56 
@ 38770-0124 24 300V 20A 72K2074 11.41 wa HEE 
SCHOO 7 S00V ah EAN aes Mfg. Part No. Positions Voltage Current Stock No. [499+ 
FIM. 9164 22 AWG-14 AWG 
= ot eu ee ee MC001350 2 300V 20A 06AC1190 = 
78 SERIES 0.438” (11.1) 20A BARRIER TERMINAL | ° MC001351 3 300V 20A 06AC1191 0.53 
STRIPS m Oo ex MC001352 4 300V 20A 06AC1192 0.67 
RoHS _ MC001353 5 300V 20A 06AC1193 0.84 
GeREinnien MC001354 6 300V 20A 06AC1194 1.00 
AL G MC001355 8 300V 20A 06AC1195 1.34 
MC001356 10 300V 20A 06AC1196 1.67 
© Glass-Filled Thermoplastic Housing, Rated © Wire Size: 14 AWG Max. MC001357 1 Ea aus OGACHISG 2.00 
UL94V-0 PIM_5698462 


Double-row, closed-back strips with 0.438” (11.1) terminal centers. 110°C temperature index. Zinc-chromate- 
plated steel no. 6-32 x 0.250” (6.35) phillips/slotted screws. Size: 1.13” (28.7) wide x 0.55” (14.2) high. Voltage 
rating: UL recognized 250Vrms Class B, 300V Class C; CSA certified 300Vrms @ 20A. Withstanding voltage: 
7500Vrms. 
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9.50mm (0.374”) BARRIER TERMINAL BLOCKS TE CONNECTIVITY’S AMP NEMA 900 SERIES TERMINAL 


© Terminal: Tin plated Brass BLOCKS 
@ Insulator Body: Black Polyamide 66 


multicomp 


= TE 


(UL94V-0) 
© Screw: #6-32, steel, Nickel plated 
© Operation Temperature: -40°C. 
+105 °C 


RoHS _ 
Compliant 
Available 


connectivity 


AUTHORIZED DISTRIBUTOR 


Spire ; 

Compliant 

© Rated Current: 20 Amp, 250VAC Available 

@ Insulation Withstanding Voltage: 
2000 VAC min. 

@ Insulation Resistance: > 5000 
MOhm. at 500 VDC 

@ Wire Range: 22-12 AWG 

© Screw Torque: 12 Ib-in, screw with 


900 series medium duty, gray surface, 0.375” pitch. Voltage rating: 600 V max. Current rating: 50 A max. 
washer Housing: Polyester, UL 94V-0 rated. 
No. of Price Each No. of No. of Price Each 
__Mfg. PartNo. | Positions | Voltage | _—Current__| ~~ StockNo. | 1-249+ Mfg. Part No. Positions Levels Voltage Current Stock No. 1-244 
22 AWG-12 AWG 22 AWG-8 AWG, Flat Base, Tubular Screw, Zinc Plated 
© MC24299 Z 300V 208 BaNsG2e 1.20 © 1546147-1 2 1 600V 50A 9309491 a 
@ MC24300 3 300V ah BaNSE2g 1.49 22 AWG-8 AWG, Flat Base, Tubular Screw, Nickel Plated 
© 164 4WAY : 300V 20A SE) 1.99 © 1546147-2 2 1 600V 35A 9713230 = 
@ MC24302 5 300V 20A 14N5631 1.80 22 AWG-10 AWG, Flat Base, Tubular Clamp, Zinc Plated 
oc24303_ | OVA ANSE32 | 169 1546234-1 2 1 600V 30A 3901940 = 
@ MC24304 8 300V 20A 14N5633 3.35 22 AWG-10 AWG, Dovetail Base, Tubular Clamp, Zinc Plated 
omcz4305 | 0 80OV 0A ANA] S60 0 1548235-1 2 1 600V 30A 0416720 = 
@ MC24307 16 300V 20A 14N5636 4.73 18 AWG-8 AWG, Flat Base, Strap Screw, Nickel Plated 
@ MC24308 - aN 20h ERE = © 1546143-2 2 1 600V 36A 11H7045 = 
22 AWG-14 AWG Eo 
. aon - — — —-- a Mig. Part No. Description Stock No. 1-244 
= @ 1546164-1 End Sections - Dovetail Base 83C8023 ea 
eMcet : SOY ah 1ANS6A0 1g @ 1546163-1 End Sections - Flat Base 8901929 = 
@ MC24312 5 300V 20A 14N5641 = 
© MC24313 6 300V 20A 14N5642 252 PIMLIaSIS 
eae - ~~ — ——— = SCREW CLAMP TERMINAL BLOCKS AND © 
@ MC24317 10 300V 20A 14N5646 3.60 
@ MC24318 12 300V 208 14N5647 417 ACCESSORIES hee multicomp 
© wc24321 16 300V 20A AS fat provides madnum vbraion prot iretalaton and Ros 
@ MC24322 18 300V 20A 14N5651 - corrosion resistance. Tin-lead plated copper current bars \ Osa 
@ MC 24323 20 300V 20A 44N5652 6.94 for minimum contact resistance. Terminal block material @ 
euicaa | sin | ok es $e ve ee cain bed c€ 
@ MC24325 25 300V 20A 14N5654 8.68 standard DIN rails; ordered separately online or call. Order 
@ MC 24326 30 300V 20A 44N5655 3.10 end covers, end brackets and jumpers separately below. 
PIM_120725 
11.00mm (0.433”) BARRIER TERMINAL BLOCKS © No. of No. of Price Each 
© Terminal: Tin plated Brass multicomp Mfg. Part No. Positions Levels Voltage Current Stock No. 1-99+ 
° eo Black Polyamide 66 ae 26 AWG-8 AWG 
© Screw: #6-32, steel, Nickel plated Gee timoian @ SPC10566 2 1 600V 44a 1907285 as 
e pieces Temperature: -40°C 26 AWG-12 AWG 
© Rated Current: 25 Amp, 300VAC @ SPC10568 2 1 600V ai 1907287 = 
© Insulation Withstanding Voltage: @ SPC 10564 2 1 600V 26A 1907283 0.17 
7 Tae Poids > 5000 @ SPC10565 2 1 600V 34A 1907284 1.63 
MOhm. at 500 VDC IG AWGS ANG 
@ Wire Range: 22-14 AWG @ SPC10567 2 1 600V 50A 1907286 S 
e Fa 12 |b-in, screw with Price Each 
er Price Each Mfg. Part No. Description Stock No. 1-1-99+ 
a a 
@ MC24335 2 300V 20A 14N5664 1.27 ST 
@ Mc24307 2 300V 5A TAN5656 = @ SPC10572 End Cover (Fuse Disc), 1.5mm Thickness 19€7291 0.38 
@ MC24328 4 300V 25A 14N5657 2.11 PIMLG6779 
@ MC24329 5 300V 25A 14N5658 _ 
@ MC24339 6 300V 20A 14N5668 = Fused 
@ MC24330 6 300V 25A 44N5659 2.68 No. of Price Each 
@ MC24340 8 300V 20A 14N5669 — Mfg. Part No. Positions Voltage Current Stock No. 1-49+ 
@ MC24331 8 300V 25A 14N5660 3.18 5mm x 20mm, 5mm x 25mm, 26 AWG-6 AWG 
@ MC24341 10 300V 20A 14N5670 1.80 @ SPC10570 2 24V 6.3A 1907289 3.12 
@ MC24332 10 300V 25A 14N5661 3.84 5mm x 20mm, 5mm x 25mm, 26 AWG-8 AWG 
@ MC24333 12 300V 25A 14N5662 -- @ SPC10571 2 110V 6.3A 1907290 = 
@ MC24334 20 300V 25A 14N5663 — PIM_5518458 
PIM_120726 
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XB SERIES IEC TERMINAL BLOCKS — DIN RAIL MOUNT E:-TeN Terminal Block Markers 
= Price Each 
Mfg. Part No. Legend Stock No. 1-9+ 
Blank Marker Strip for Center Labeling (Strip of 10), 10.20 mm Width 
@ XBMZB10 Blank (No Legend) 4776237 1.70 
Blank Marker Strip for Center Labeling (Strip of 10), 5.20 mm Width 
== @ XBMZB5 Blank (No Legend) 4776238 2.31 
Terminal Blocks Biss Nhie al On Fuse Terminal Block Ground Blocks eae eT De NS Ua 
Blue, Grey (Black) (Green/Yellow) @ XBMZB6 Blank (No Legend) 95M8947 2.49 
Yellow and Green (not shown) RoHS _ Blank Marker Strip for Center Labeling (Strip of 10), 8.20 mm Width 
Features clamping mechanism, saving Geesinpia @ XBMZB8 Blank (No Legend) 4776239 1.58 
@ Screw-locking maintenance-free design prevents space 
screws from backing out ; ; @ Front connection design allows x. PIM_6511768 
e Metal surfaces protected with lead-free, galvanic easy wiring in tight spaces 
e bee eeeine can be connected in same : ete aa C €E DIN Mounting Rail 
XB series IEC DIN rail terminal blocks are constructed for long use under demanding conditions. These modular Price Each 
terminal blocks are designed to conserve space, while allowing maximum flexibility and simple installaltion. Mfg. Part No. Length Stock No. 1+ 
oeiea from a full line of XB series terminal blocks complete with universal accessories; all ordered separately @ XBANS3575P 2m 59M6340 44.14 
No. of No. of Price Each al 
Mfg. Part No. Positions Levels Voltage Current Stock No. 1-9+ SXBANSSO/BU 2m SSMSEO 2009 
26 AWG-10 AWG, 6.2 mm Width, Yellow siineialldb 
@ XBUT4YE 2 1 800V 4A 4776258 1.96 
26 AWG-10 AWG, 6.2 mm Width, White Fused 
@ XBUT4WH 2 1 800V 4A 4776257 3.95 No. of Price Each 
26 AWG-10 AWG, 6.2 mm Width, Red Mfg. Part No. Positions Voltage Current Stock No. 1-9+ 
@ XBUT4RD 2 1 | 800V 4A 15N6522 3.90 114” x 1.1/4”, 6.3mm x 32mm, 24 AWG-8 AWG 
26 AWG-10 AWG, 6.2 mm Width, Orange @ XBUT6FBN 2 400V 10A 4776260 15.58 
@ XBUT40R 2 1 | 800V 4A 4776256 2.72 @ XBUT6FBNL24 2 400V 10A 4776261 25.64 
26 AWG-10 AWG, 6.2 mm Width, Grey @ XBUT6FBNL250 2 400V 10A 4776262 18.88 
@ XBUT4 2 1 800V 4A 15N6521 3.63 26 AWG-10 AWG 
26 AWG-10 AWG, 6.2 mm Width, Green / Yellow @ XBUT4D22 4 500V 39A 4776252 6.02 
@ XBUT4PE 2 1 800V MA 78M5053 14.01 5mm x 20mm, 26 AWG-10 AWG 
@ XBUT4D22PE 4 1 3 yi 4776253 11.22 @ XBUT4FBE 2 250V 6.3A 4776254 12.36 
26 AWG-10 AWG, 6.2 mm Width, Green @ XBUT4FBEL250 2 250V 6.3A 4776255 17.18 
@ XBUT4GN 2 1 | 800V 4A 51M6995 1.96 PIM_5511766 
26 AWG-10 AWG, 6.2 mm Width, Blue 
@ XBUT4BU 2 1 [| 800v 4A 4776251 4.16 Jumpers (Busbar) 
26 AWG-10 AWG, 6.2 mm Width, Black No. of PricolEach 
@ XBUT4BK 2 1 800V AIA 51M6989 4.19 Mfg. Part No. Positions Stock No. 1-4+ 
24 AWG-8 AWG, 8.2 mm Width, Grey Plug-in Bridge, 10.20 mm Terminal Width 
Se xEUI6 2 1] a0ov STA |RLSMSCSSI EAE @ XBAFBS210 2 4776226 4.07 
24 AWG-8 AWG, 8.2 mm Width, Green / Yellow Plug-in Bridge, 12.00 mm Terminal Width 
@ XBUT6PE 2 1 | 800V 57A 4776263 13.47 @ XBAFBS212 2 4776227 4.80 
24 AWG-8 AWG, 8.2 mm Width, Blue Plug-in Bridge, 16.00 mm Terminal Width 
@ XBUT6BU 2 1 800V 57A 4776259 2.58 @ XBAFBS216 2 4776228 5.74 
20 AWG-6 AWG, 10.2 mm Width, Yellow Plug-in Bridge, 6.20 mm Terminal Width 
@ XBUTIOYE 2 1 [tw 101A | 4776244 3.77 @ XBAFBS26 2 4776229 1.43 
20 AWG-6 AWG, 10.2 mm Width, Red @ XBAFBS36 3 75M2303 277 
@ XBUTIORD Gs a LY Ula CHES 3.77 @ XBAFBS56 5 4776232 481 
20 AWG-6 AWG, 10.2 mm Width, Orange @ XBAFBS106 10 4776225 11.02 
@ XBUT100R 2 1 | 1kV 76A 4776242 3.77 @ XBAFBS506 50 4776231 50.08 
20 AWG-6 AWG, 10.2 mm Width, Grey Plug-in Bridge, 8.20 mm Terminal Width 
@ XBUT10 2 1 | AkV 76A 4776240 7.18 @ XBAFBS28 2 4776230 1.62 
20 AWG-6 AWG, 10.2 mm Width, Blue PIM_5511767 
@ XBUT10BU 2 1 1kV 76A 4776241 3.38 
ANG Ean es [Wana ee ~—«0389 SERIES DISCONNECT FUSE HOLDERS E-Ten 
: © Finger-safe design per IEC standards a 
17 AWG-4 AWG, 12 mm Width, Blue © Easy to adjust position on rail RoHS 
@ XBUT16BU 2 1 1kV 101A 4776246 5.82 ® Quick change of fuse -- no tools required Geocinpian 
= @ Vented design runs cool Avallale 
16 AWG-4 AWG, 12 mm Width, Green / Yellow @ Lockout/tagout compliance @ @ 
@ XBUT16PE 2 1 | bi 101A 4776247 8.58 © Mounts directly on standard TS35 DIN rails 
15 AWG-2 AWG, 16 mm Width, Green / Yellow © ULlisted, CSA certified, CE compliant 
@ XBUT35PE 2 1 7 125A 4776250 13.78 C383 series disconnect fuse holders offer 800V fused 
= circuit protection and subsequently “no load” switching. 
15 AWG, 16 mm Width, Grey Compact design is perfect for where positive, safe circuit 
@ XBUT35 2 1 1kV 150A 4776248 11.95 protection is required and space is at a premium, such as 
15 AWG, 16 mm Width, Blue switchboards, panels and control consoles. White molded 
- - phenolic housing with silver-plated contacts. Mfg. part no. 
@ XBUT35BU 2 1 1kV 150A 4776249 8.30 C383FHCC Class CC model is UL listed and CSA certified 
Briceleach for branch circuit protection. 
Mfg. Part No. Description Stock No. 1-1-9+ haa ian | Price Each_ 
@ XBACUT10 End Cover, Grey 4776222 1.54 Mfg. Part No. Fuses Current VAC Stock No. 1-4+ 
@ XBAES35C End Stop, 35mm 4776223 4.02 Cartridge Fuse Holder, Screw, Class CC 
@ XBAES35T End Stop, 35mm, 3 Screws 4776224 1.87 @ C383FHCC | 1 30A | 600V 46K4043 27.66 
@ XBATUT10 Partition Plate 4776233 2.00 PIM_ 202388 
@ XBAFBS25 Plug-In Bridge 15N6548 1.70 
@ XBAES35N Snap-On End Stop 70M8827 2.89 
PIM_197893 
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G SERIES NEMA TYPE TERMINAL BLOCKS AND 


END BARRIERS Schneider 


@ Electric 


26| L. ij 4 
nt 
pint E38 
alt th | 35 
Po 
Passthrough Grounding Type Double Deck Disconnect (Fused) 
@ Fast and easy installation @ International standards and RoHS compliance 1.40 
@ Multiple connection options @ Extensive connection and test accessories 34 
Screw technology terminal blocks are components that are well established throughout the world and are 9080GK6 9080GM6 
suitable for the majority of connection applications, due to their wide range of functions and connection 
possibilities. NSYTRV terminal blocks help ensure quality and operational availability of equipment. In addition Hate liant 
to these advantages, they optimize the setup and operation of installations, due to their simplicity and integrated Avaltaie 
functions. NOTE: Disconnect (fused) terminal blocks carry a 6.3x32mm G-fuse cartridge. ® 
No. of No. of Price Each NY @ 
Mfg. Part No. Positions Levels Voltage Current Stock No. 1-9+ 
26 AWG-10 AWG, Passthrough, Grey 
NSYTRV42 2 1 1V 32A 06X3311 1.94 
NSYTRV44 4 2 500V 32A 06X3316 7.22 
26 AWG-10 AWG, Passthrough, Blue 9080GA6 
NSYTRV42BL 2 1 1V 32A 06X3312 2.13 sue0Gre 
26 AWG-10 AWG, Grounding Type, Green / Yellow Each section of G series terminal blocks requires one end barrier, ordered separately below. Terminals and end 
- + barriers have molded nylon construction with 125°C maximum service temperature. All blocks mount on mfg. 
NSYTRV42PE 2 1 06X3313 8.36 part no. 9080GH and 35mm DIN 3 channel except mfg. part no. 9080GK6 which mounts on mfg. part no. 
26 AWG-12 AWG, Passthrough, Gre 9080GH channel or mounts directly. Maximum voltage: 600V. Mfg. part no. 9080GF6 features fuse block with 
s gh, Grey y. 9 ig. Ps 
NSYTRV22 2 1 1V 24 06X3306 1.55 beryllium-copper clips and wrap-around fuse puller.GR, GK and GM available in assorted colors. UL recognized, 
- CSA certified. Order mounting channel, jumpers and marking accessories; go online or call. 
26 AWG-12 AWG, Passthrough, Blue BRESERh 
2 1 1V 240 06X3307 No. of No. of = 
SANTA G ding Ti G Yell ssi Mfg. Part No. Positions Levels Voltage Current Stock No. the 
SSYTRVDOPE aL “ ype, = —_ — 22 AWG-8 AWG, Natural (White) 
NSYTRV44PE 4 2 06X3317 aa SHVERE Z ; baa = Minieee Ze) 
TS ANGI AWG Dobe DESK i208 22 AWG-10 AWG, Natural (White) 
" oe -— 2 rey 5 anv om — © 90806M6 2 1 600V 30A TIR7951 2.00 
SREP ANG Double Deck. G Yell 22) @ 9080GK6 2 1 600V 70A 11R7950 2.85 
NSY RVRADPE es a a 2 oT 06X3310 1 2a ae 
S80 @ 9080GMG6 2 1 600V 30A 97F8493 1.79 
24 AWG-8 AWG, Passthrough, Gre 22 AWG-10 AWG, Black 
ANGE AAG Soma - 5 — 7 us | © 9080GMB6 2 1 600V 30A 97F8491 3.13 
Beal BCLicloL “s vee, = oo — 22 AWG-12 AWG, Natural (White) 
NSVTRVOZFE eee © 9080GA6 2 1 600V 40A 11R7947 2.20 
Price Each 18 AWG-10 AWG, Natural (White) 
Mfg. Part No. Description Stock No. 1-1-9+ @ 9080GG6 9 4 600V 30A 50F4247 15.35 
@ 9080MH212 12” Mounting Track (No Holes) for Terminal Blocks 85H1222 13.37 @ 9080GF6 2 1 600V 30A 11R7948 232.97 
NSYTRAL22 2-Pole Jumpers for NSYTRV22xx 06X3328 1.05 PIS 
NSYTRAL42 2-Pole Jumpers for NSYTRV42xx 06X3329 0.75 perce acne 
NSYTRAL62 2-Pole Jumpers for NSYTRVE2xx 06X3330 1 Intg: Part Nos Description Stock No: a 
© NSYSDR200BD 79° Mounting Track : Forated) for Terminal Block 85W2637 zl) @ 9080GK6B End Barrier for 9080GK Series 50F4243 0.97 
Mounting: Track (Rertorated) or Terminal Blocks Las © 90806M6B End Bartier for 9080GM Series 96F6541 413 
@ NSYTRAB610 Clip-in Marker Strips, 1 to 10 for NSYTRV(4/6)2xx 25Y0133 = Peas 
@ NSYTRAB510 Clip-in Marker Strips, 1 to 10 for NSYTRV22xx 43Y3620 1.05 ~ 
NSYTRACE24 End Barrier for NSYTRV24Dxx 06X3325 1.23 
NSYTRAC24 End Barrier for NSYTRV44xx 06X3327 1.35 TOPJOB SERIES DIN RAIL MOUNT FUSE, DISCONNECT & WAGD’ 
NSYTRAC22 End Barrier for NSYTRVx2xx 06X3326 0.94 TEST TERMINAL BLOCKS ee. 
NSYTRAAB35 End Stop (Clip-on) for NSYTRVxx 06X3321 1.59 ae ee Fe ee Osa 
NSYTRABPV5 Marking Card (6 Strips), 5mm 06X3322 7.56 - a Available 
NSYTRABPV6 Marking Card (6 Strips), 6mm 06X3323 6.48 
NSYTRAPE24 Partition Plate for NSYTRV240xx 06X3331 0.78 
NSYTRAP24 Partition Plate for NSYTRV44xx 06X3333 1.08 
NSYTRAP22 Partition Plate for NSYTRVx2xx 06X3332 1.35 
PIM_211916 
Pivot Fuse Terminal Block 4 
Fused Fuse Plug 
No. of Price Each © Terminal block width: 5.2 mm © AWG: 22-12 (14 AWG max with ferrule) 
Mfg. Part No. Positions Voltage Current Stock No. 1-9+ © 6.2 mm includes end plate for fuse disconnect @ Rated Voltage/Current: Dependent upon fuse or 
1/4” x 1.114”, 6.3mm x 32mm, 26 AWG-8 AWG (pivot style) indicator 
TOPJOB Series Fuse, Disconnect & Test pluggable rail mounted terminal blocks feature 100 % spring clamp 
NSYTRV425F6 2 Suu _ Cae lei technology and offers many advantages to the user since the function and the wiring are accomplished by two 
5mm x 20mm, 26 AWG-10 AWG separate parts. This includes no additional cost for assembly and wiring and no risk of accidental contact with 
NSYTRV42SF5 2 500V 6.3A 06X3314 10.51 live parts during disconnection of fuse plug as it is completely separated from the carrier terminal block. This 
FIM e5i1004 allows for quick and safe exchange of the fuse away from current carrying parts and allows the fuse plug to 


440 


be taken away during service and avoids unintentional reclosing of the circuit by another person. Additional 


features include two touchproof test slots, an optional LED blown fuse indicator, and an option to use shorting 
link rather than a fuse as a disconnect plug. 
No. of Price Each 
Mfg. Part No. Positions Voltage Current Stock No. 1-24+ 
22 AWG-12 AWG 
@ 2002-1881 4 400V 10A 62R9559 11.71 
> CONTINUED > 
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TERMINAL BLOCKS — DIN RAIL 


TOPJOB SERIES DIN RAIL MOUNT FUSE, DISCONNECT & TEST TERMINAL __ Slot (CONT.) 


BLOCKS (CONT.) Tip Blade Price Each 
No. of Price Each Mfg. Part No. Size Length Stock No. 1-4+ 
Mfg. Part No. Positions Voltage Current Stock No. 1-24+ @ 210-721 0.8mm 5.5mm 1871371 14.29 
5mm x 20mm, 22 AWG-12 AWG PIM_5511761 
@ 2002-1611 2 250V 6.3A 73P7427 11.23 
@ 2002-1681 2 400V 10A 60R3753 9.27 Jumpers (Busbar) 
@ 2002-1814 4 250V 6.3A 62R9554 13.76 = 
i icati No. of Price Each 
5mm x 20mm, 22 AWG-12 AWG, 12 - 30 V with Blown Fuse Indication by LED Mfg. Part No. Positions Pitch Stock No. eaten 
@ 2002-1611/1000-541 2 250V 6.3A 73P7429 18.62 Jumper 
@ 2002-1811/1000-541 4 250V 6.3A 62R9555 25.83 © 285-450 2 mm O7M6788 FG 
5mm x 20mm, 22 AWG-12 AWG, 230 V with Blown Fuse Indication by LED pi aSaTeD 
@ 2002-1811/1000-836 4 250V 6.3A 62R9557 25.83 - 
5mm x 20mm, 22 AWG-12 AWG, 30 - 65 V with Blown Fuse Indication by LED TOPJOB ‘ 
@ 2002-1611/1000-542 2 250V 6.3A 62R9552 16.32 ® TERMINAL BLOCKS WAEH 
@ 2002-1811/1000-542 4 250V 6.3A 62R9556 22.66 — rr INNOVATIVE CONNECTIONS 
Price Each hon , & WES Be Geatinpian 
Mfg. Part No. Description StockNo. | 1-1-24+ , Avaliable 
@ 2002-1692 Blade-Type Fuse Block End Plate, 2 Positon, Orange 97M6770 1.50 . ~ AY G 
@ 2002-1892 Blade-Type Fuse Block End Plate, 4 Positon, Orange 97M6773 ALS2 
@ 2002-0991 Pivot Fuse Block End Plate, 2 & 4 Position, Grey 62R9549 1.70 
@ 2002-0992 Pivot Fuse Block End Plate, 2 & 4 Position, Orange 62R9550 1.15 
PIM_165065 
Fuseholders TOPJOB® DIN-rail mount terminal blocks feature CAGE CLAMP®© technology thal allows insertion, by hand, of 
a stripped conductor (solid or ferruled stranded) as well as screwdriver actuated wire insertion and removal of all 
Voltage Voltage Price Each conductor types. Insulation housing: polyamide 6.6 to UL94V-0 (rated 105° C). Current bar is lead-free tin-plated 
No. of Rating Rating a copper alloy. Clamp is stainless steel. 
Mfg. Part No. Fuses Current VAC vbc Stock No. 1-24+ No. of No. of Price Each 
Cartridge Fuse Holder, Quick Connect, 5mm x 20mm Mfg. Part No. Positions | Levels | Voltage | Current | Stock No. 1-244 
@ 2004-0911/1000-541 1 6.3A 250V 250V 62R9561 14.90 22 AWG-12 AWG, Triple Deck, Grey 
@ 2004-0911/1000-542 1 6.3A 250V 250V 62R9562 14.90 @ 2002-3201 6 3 500V 24A 28K2023 8.97 
@ 2004-0911/1000-836 1 6.3A 250V 250V 62R9563 a @ 2002-3208 6 3 500V 24 28K2025 13.80 
PIM_5511763 @ 2002-3217 6 3 500V | 24A 28K2026 14.61 
22 AWG-12 AWG, Triple Deck, Green / Yellow 
DIN Rail Mount @ 2002-3207 6 3 500V 24A 28K2024 14.32 
No. of No. of PricelEach 22 AWG-12 AWG, Red LED, Grey 
Mfg. Part No. Positions Levels Voltage Current Stock No. 4-244 © 2002-1321/1000-434 3 2 2av 25mA 97M6766 15.93 
22 AWG-12 AWG 22 AWG-12 AWG, Ground, Green / Yellow 
© 2002-1661 2 1 250V 6.3A 62R9553 7.33 @ 2002-1207 2 1 800V 240 28K2010 7.43 
@ 2002-1861 4 2 250V 6.3A | 62R9558 8.72 © 2002-1307 3 2 800V 24a 28K2013 8.93 
PIM_5511764 @ 2002-1407 4 2 800V 24A 28K2016 10.17 
_ 22 AWG-12 AWG, Feed Through, Grey 
285 SERIES POWER CAGE CLAMP® DIN RAIL TERMINAL o  2eneet 2 Se 
BLOCKS WAGO © 2002-1301 3 2 800V 24 | 28K2012 3.09 
sae @ 2002-1401 4 2 800V 24A 28K2015 3.69 
Gesimpian 22 AWG-12 AWG, Double Deck, Grey 
Available @ 2002-2201 2 2 500V 24A 28K2018 5.68 
AY © 2002-2208 4 2 500V 24A 28K2020 7.62 
22 AWG-12 AWG, Disconnect, Grey 
@ 2002-1671 2 1 400V | 16A 97M6769 8.14 
22 AWG-12 AWG, Angled Front Entry, Grey 
@ 2002-6301 3 2 800V | 24A 39M3871 3.74 
The Power Cage Clamp offers spring pressure, DIN-rail mounted terminal blocks for larger conductors up to 22 AWG-14 AWG, Ground, Green / Yellow 
4/0. The Power Cage Clamp offers the same safe, vibration resistant, gas-tight connection as the original @ 2001-1207 D) 4 800V 418A 28K2002 6.38 
besa ae SY accessories, include push-in jumpers, marking, test plug adapter, and voltage tap © 2001-1307 3 2 B00V 1A 28K2004 AEE 
No. of jcc of Price Each @ 2001-1407 4 2 800V 18A 28K2006 8.09 
Mfg. Part No. Positions Levels Voltage Current StockNo. | 1-24+ _ 22 AWG-14 AWG, Feed Through, Gre! 
40 AWG-2 AWG @ 2001-1201 2 1 800V 18A 28K2001 2.06 
@ 285-135 2 1 1kV 125A 97M6782 16.26 @ 2001-1301 3 2 800V 18A 28K2003 2.65 
© 285-137 2 1 1kV 125A | 97M6783 25.68 @ 2001-1401 4 2 800V 18A 28K2005 3.03 
8 AWG-1 AWG 20 AWG-6 AWG, Feed Through, Grey 
@ 285-150 2 1 1kV 150A | 97M6784 30.70 @ 2010-1201 2 1 800V 57A 28K2040 5.83 
@ 285-157 2 1 1kKV 150A 97M6785 41.76 @ 2010-1301 3 2 800V 57A 28K2042 7.45 
4 AWG-0000 AWG 20 AWG-10 AWG, Ground, Green / Yellow 
@ 285-195 2 1 1kV 232A 28K2204 46.18 @ 2004-1207 2 il 800V 32A 28K2031 iP 
4 AWG-000 AWG @ 2004-1307 3 2 800V 32A 28K2033 7.62 
@ 285-197 2 1 . . 29K1427 59.62 @ 2004-1407 4 2 800V 32A 28K2035 9.67 
PRE 20 AWG-10 AWG, Feed Through, Gre’ 
Mfg. Part No. Description Stock No. 1-24 S20 20 é d sy 32A__BZECOS 0 SN 
@ 2004-1301 3 2 800V 32A 28K2032 3.66 
@ 285-427 Power Tap For 285-135 97M6786 6.01 PErTery j 9 BOOV _ TARGUS age 
@ 285-447 Power Tap For 285-150 97M6787 6.18 : 
© 285-407 Power Tap For 285-195 29K1433 6.47 Price Each 
PIM.413779 Mfg. Part No. Description Stock No. 1-1-24+ 
= @ 2002-1692 Blade-Type Fuse Block End Plate, 2 Positon, Orange 97M6770 1.50 
Slot @ 2002-1892 Blade-Type Fuse Block End Plate, 4 Positon, Orange 97M6773 1.52 
0 
> CONTINUED > > CONTINUED > 
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TERMINAL BLOCKS — DIN RAIL 


TOPJOB® TERMINAL BLOCKS (coNT.) Fused (CONT.) 
Price Each No. of Price Each 
Mfg. Part No. Description Stock No. 1-1-24+ Mfg. Part No. Positions Voltage Current StockNo. | 1-24+ 
@ 2002-1292 End Cover, Fits 2001-1201 and 2002-1201 28K2011 1.56 20 AWG-8 AWG, with LED, LED Voltage 24 V 
@ 2002-1392 End Cover, Fits 2001-1301 and 2002-1301 28K2014 1.73 @ 2006-1681/1000-413 2 800V 30A 6270320 26.86 
@ 2002-1492 End Cover, Fits 2001-1401 and 2002-1401 28K2017 1.96 5mm x 20mm, 20 AWG-8 AWG 
@ 2002-2992 End Cover, Fits 2002-2951, 2002-2958, and 2002-2971 97M6778 1.26 @ 2006-1611 2 800V 10A 6270296 14.73 
© 2002-2292 End Cover, Fits 2002 Double Deck 28K2022 1.56 “6mm x 20mm, 20 AWG-8 AWG, with LED, LED Voltage 110-250V.ssSCS 
@ 2002-3292 End Cover, Fits 2002 Triple Deck 28K2027 1.74 @ 2006-1611/1000-836 2 800V 10A 6270299 26.08 
PIM_84751 5mm x 20mm, 20 AWG-8 AWG, with LED, LED Voltage 12 - 30 V 
@ 2006-1611/1000-541 2 800V 10A 6270297 26.08 
Terminal Block Markers EI plies 
Tape & 
| Reel | 280 SERIES DIN RAIL TERMINAL BLOCKS wis co 
Mfg. Part No. Legend Stock No. 1-4+ ; VAS —_., 
Terminal Block Marker | i Rots 
@ 793-5666 1 to 50 32M7158 8.90 Gee timoian 
@ 793-5607 51 to 100 32M7160 9.33 ‘i 
@ 2009-110 Blank (No Legend) 28K2038 337.25 AL G 
PIM_5518463 
DIN-rail mount terminal blocks feature CAGE CLAMP® spring pressure wiring technology that operates 
Slot by inserting a screwdriver, inserting a stripped conductor (solid or stranded) and removing the screwdriver. 
Insulation housing: polyamide 6.6 to UL94V-0 (rated 105° C). Current bar is lead-free tin-plated copper alloy. 
Tip Blade Price Each Clamp is stainless steel. 
Mfg. Part No. Size Length Stock No. 1-4+ No. of No. of Price Each 
@ 210-720 0.5mm 3.5mm 52R7799 8.22 Mfg. Part No. Positions Levels Voltage Current Stock No. 1-24+ 
PIM_5518464 28 AWG-12 AWG, Single-Level Front Entry, Grey 
ese @ 280-901 2 1 800V 24A 79K2092 3.36 
TOPJOB® S 2006 SERIES RAIL MOUNTED TERMINAL @ © 281-901 1 g00V 32a | 7oK2101_| 3.47 
BLOCKS WAEE @ 280-681 3 1 800V 24A 79K2086 3.69 
ee © 281-681 3 1 B00V 32A 79K2100 4.45 
Gop einpiat @ 280-833 4 1 800V 20A 79K2088 4.88 
Avaliable "© 281-652 4 1 800V 26A 28K2183 5.53 
28 AWG-12 AWG, Ground Terminal Block, Green / Yellow 
@ 280-907 2 1 is ai 79K2093 10.07 
@ 281-907 2 1 te i 79K2102 10.33 
@ 281-687 2 1 800V 32A 29K1197 11.91 
@ 600V,30A @ Terminal block width 7.5 mm Sew 67 : : es a TORZOB 7S (MESES 
© For conductors rated AWG 20 to AWG 8 @ 280-837 4 1 800V 20A 28K2167 14.97 
TOPJOB®S DIN 35 rail-mounted terminal blocks with CAGE CLAMP®S technology are the smallest on the @ 281-657 4 1 800V 26A 29K1173 15.04 


market resulting in a space saving of up to 30%. Stripped solid conductors, stranded conductors with ferrules, or 24 AWG-6 AWG, Single-Level Front Entry, Grey 
ultrasonically “bonded” conductors are easily connected by simply pushing the wire into the wire entry - no tools. 2 7 


Connecting stranded conductors without ferrules or small cross-sectional conductors that cannot be pushed in, © 283-901 2 1 800V 76A 79K2112 7.64 
is done similar to the original CAGE CLAMP®, using a screwdriver. In all cases, the conductor is removed using @ 283-671 3 1 800V 76A 79K2110 13.61 
a screwdriver, like the original CAGE CLAMP®. 24 AWG-8 AWG, Single-Level Front Entry, Grey 
No. of No. of Price Each @ 284-901 2 1 800V 57A 81H5044 7.27 
Mfg. Part No. Positions Levels Voltage Current Stock No. 1-24+ © 284-681 3 1 800V 57A 94H6988 11.74 
20 AWG-8 AWG 24 AWG-8 AWG, Ground Terminal Block, Green / Yellow 
@ 2006-1661 2 1 800V 10A 6270313 ASHES @ 284-907 2 1 800V 57A 81H1488 15.36 
@ 2006-1671 2 1 800V 30A 24R5368 14.73 “e2e4-687 + +| +38 +| 1 ~~ +| ~800v | SA | 29K1414 | 4995 
Price Each 24 AWG-10 AWG, Single-Level Front Entry, Grey 
Mfg. Part No. Description Stock No.| 1-1-24+ @ 282-901 2 1 800V 4A 79K2107 5.27 
@ 2006-1691 End Plate for 2 Conductor Carrier, Grey 24R5370 1.55 @ 282-681 3 1 800V MA 79K2104 7.58 
@ 2006-1692 End Plate for 2 Conductor Carrier, Orange 62T0324 1.55 24 AWG-10 AWG, Ground Terminal Block, Green / Yellow 
@ 2006-992 End Plate for Fuse Plug, Grey 6270346 1.81 @ 282-687 3 1 800V 41A 79K2105 16.42 
@ 2006-991 End Plate for Fuse Plug, Orange 6270345 1.59 8 AWG-2 AWG, Single-Level Front Entry, Grey 
@ 2006-931 Fuse Plug for 1/4” x 1 1/4" Fuse 6270337 9.13 @ 285-635 2 1 1kV 125A 79K2117 16.24 
@ 2006-931/1000-836 | Fuse Plug for 1/4” x 1 1/4” Fuse w/ 110-250V LED Indicator | 62T0341 | 24.18 Price Each 
@ 2006-931/1000-541 | Fuse Plug for 1/4” x 1 1/4” Fuse w/ 12-30V LED Indicator | 62T0339 24.18 Mfg. Part No. Description Stock No. [41-244 
© 2006-911 Fuse Plug for §x20mm Fuse 6210329) E5166 © 280-309 End Plate for 280, 2-Conductor Blocks 28K2158 1.66 
@ 2006-911/1000-836 | Fuse Plug for 5x20mm Fuse w/ 110-250V LED Indicator | 62T0332 23.74 © 280-326 End Plate for 280, 3-Conductor Blocks 28K2160 1.66 
@ 2006-911/1000-541 | Fuse Plug for 5x20mm Fuse w/ 12-30V LED Indicator | 6270330 | 23.74 © 280-315 End Plate for 280, 4-Conductor Blocks 28K2159 1.68 
PIM_210096 @ 281-329 End Plate for 281, 2-Conductor Blocks 28K2174 1.66 
SS —— _—muvwea_—_ —_—_—ms —_—mmo au a. a @ 281-326 End Plate for 281, 3-Conductor Blocks 28K2173 1.66 
Fused @ 281-335 End Plate for 281, 4-Conductor Blocks 28K2175 1.68 
No. of Price Each @ 282-328 End Plate for 282, 2-Conductor Blocks 28K2188 1.83 
Mfg. Part No. Positions Voltage Current StockNo. | 1-244 @ 282-339 End Plate for 282, 3-Conductor Blocks 28K2190 2.28 
114” x 1-1/4”, 20 AWG-8 AWG @ 283-328 End Plate for 283, 2-Conductor Blocks 28K2197 2.07 
@ 2006-1631 2 800V 10A 6270305 46.00 @ 283-352 End Plate for 283, 3-Conductor Blocks 28K2198 2.30 
1/4” x 1-1/4”, 20 AWG-8 AWG, with LED, LED Voltage 110 - 250 V @ 284-328 End Plate for 284, 2-Conductor Blocks 81H1491 1.65 
@ 2006-1631/1000-836 2 800V 410A 6270309 28.08 @ 284-339 End Plate for 284, 3-Conductor Blocks 29K1385 2.03 
1/4” x 1-1/4”, 20 AWG-8 AWG, with LED, LED Voltage 12 - 30 V @ 249-116 Screwless End Stop 28K2138 1.89 
@ 2006-1631/1000-541 2 800V 10A 6270307 28.08 PIM_84690 
20 AWG-8 AWG 
@ 2006-1681 2 800V 30A 6270319 16.74 DIN Mounting Rail 
> CONTINUED > > CONTINUED > 
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TERMINAL BLOCKS — DIN RAIL 


811 SERIES CLASS CC AND 10X38MM FUSE HOLDERS (CONT.) 


Fixing Price Each Fuse terminal block for 811-314 (1-pole) with blown fuse indication, 24 VDC 
Mfg. Part No. Length Height Width Centers Stock No. 4-244 10 x 38 mm; “/" x 172", light gray 
@ 210-197 52M1719 42.20 Fuse terminal block for 811-410 (1-pole) without blown fuse indication 
lass CC fuses, light gray 811-420 (2-pole) without blown fuse indication 
Steel 811-430 (3-pole) without blown fuse indication 
© 210-112 2m 7.5mm 36mm 36mm 28K2046 14.86 Fuse terminal block for 811-411 (1-pole) with blown fuse indication, 90 - 600 VAC 
@ 210-113 2000mm 35mm 7.5mm 28K2047 23.52 class CCfuses, light gray 811-421 (2-pole) with blown fuse indication, 90 - 600 VAC 
PIM 5518460 811-431 (3-pole) with blown fuse indication, 90 - 600 VAC 
7 Fuse terminal block for 811-414 (1-pole) with blown fuse indication, 24 VDC 
class CCfuses, light gray 
280 SERIES CAGE CLAMP® FUSE AND DISCONNECT Wa, co BIESERER 
TERMINAL BLOCK A No. of /-———. 
CkS Se Mfg. Part No. Positions Voltage Current Stock No. 1-24+ 
eeiinp fant 10mm x 38mm, 14 AWG-6 AWG 
Available @ 811-320 2 750V 30A 6271633 40.72 
A G 10mm x 38mm, 16 AWG-6 AWG 
@ 811-310 2 1kV 32A 6271628 20.88 
@ 811-311 2 1kV 32A 6271629 SA 
@ 811-316 2 1kV 32A 6271631 20.00 
@ 811-317 2 1kV 32A 6271632 22.85 
@ 811-321 2 1kV 32A 6271634 72.46 
DIN-rail mount fuse/disconnect terminal blocks feature CAGE CLAMP® spring pressure wiring technology @ 811-410 2 600V 30A 6271637 17.82 
that operates by inserting a screwdriver, inserting a stripped conductor (solid or stranded) and removing the 
screwdriver. Insulation housing: polyamide 6.6 to UL94V-0 (rated 105° C). Current bar is lead-free tin-plated @ 811-420 2 600V 30A 6271640 44.48 
copper alloy. Clamp is stainless steel. Thermal circuit breakers available online. @ 811-421 2 600V 30A 6271641 53.11 
No. of Price Each @ 811-330 6 1kV 32A 6271635 oe 
Mfg. Part No. Positions Voltage Current Stock No. 1-24+ @ 811-331 6 AkV 32A 6271636 104.78 
114” x 1-1/4”, 28 AWG-12 AWG @ 811-430 6 600V 30A 6271642 66.19 
@ 281-623/281-541 2 800V 10A 04M4721 31.22 @ 811-431 6 600V 30A 6271643 80.90 
28 AWG-12 AWG Class CC, 16 AWG-6 AWG 
@ 281-611/281-418 2 800V 10A 79K2096 232) @ 811-411 2 600V 30A 6271638 26.09 
@ 281-623 2 800V 10A 79K2097 17.24 PIM_209905 
@ 281-623/281-418 2 800V 10A 79K2098 29.57 
5mm x 20mm, 28 AWG-12 AWG 
: ST5, ST6, & ST25 RING LUG TERMINAL BLOCKS z, iH 
© 281-611 2 800V TOA 79K2095 | 14.67 aati Weidmiiller = 
“| RoHS 
@ 281-611/281-541 2 800V 10A 04M4720 27.64 | Gepeinpian 
5 Available 
Price Each 
Mfg. Part No. Description Stock No. 1-1-24+ i 
@ 280-316 End Plate for 280-626 29K0709 1.68 b i 
@ 280-371 End Plate for 280-870 28K2161 1.43 
281-309 End Plate for 281 Blocks 28K2172 1.50 i]: De 
© 282-333 End Plate for 282 Blocks 28K2189 1.63 J a 
@ 280-335 Partition for 280-826 66H8957 1.43 ABs VY 
PIM_84749 ST6 ST25 
Features © Combi-foot for use with TS 35 and TS 32 
A ® Touch-safe (Premium line) © Standard screw or test sleeve 
DIN Rail Mount © Self-locking nut @ High Voltage Capaci 
No. of No. of | Price Each_ No. of No. of Price Each 
Mfg. Part No. Positions Levels Voltage Current Stock No. 1-24+ Mfg. Part No. Positions Levels Voltage Current StockNOw EAGT 
20 ANG ZAG 26 AWG-10 AWG, ST6 T/EN Test disconnect, Sleeve Terminal 
eae 2 : ay 16a __[_79k2090 9.40 @ 6904909600 2 1 600V 40A 7575024 9.09 
PINGS TE 26 AWG-10 AWG, ST6 T/ EN Test disconnect, Screw Terminal 
@ 904909601 2 1 600V 40A 7515025 8.77 
811 SERIES CLASS CC AND 10X38MM FUSE HOLDERS ee, co 26 AWG-10 AWG, ST6/ EN Feed through, Sleeve Terminal 
AE @ pa JABe @ C904908600 2 1 600V 40A 7575022 781 
7 VES pois 26 AWG-10 AWG, ST6/ EN Feed through, Screw Terminal 
fe allt a y Geeiimpian © 904908601 2 1 600V 40A 7575023 7.64 
. 
‘ ae : 22 AWG-8 AWG, ST5PN / EN Feed through, Sleeve Terminal 
p me = > @) @ @ C905382600 2 1 600V 46A 7575034 9.39 
2 ll 22 AWG-8 AWG, ST5PN / EN Feed through, Screw Terminal 
e pis CC and 10x38mm photovoltaic or midget e a a / touch safe @ (0905221600 2 1 600V 40A 7515026 7.69 
styles @ Easy DIN-rail mounting r 
@ Available as 1-, 2-, or 3-pole configurations © Quick and easy fuse replacement 22 AWG-10 AWG, STS N/ EN Feed through, Sleeve Terminal 
© With or without LED indication © Wire size: 14-6 AWG solid/stranded @ C905381600 2 1 600V 35A 7575033 8.93 
© Maintenance-free Cage Clamp® connection @ ULlisted, CSA certified 22 AWG-10 AWG, ST5 N/ EN Feed through, Screw Terminal 
technology 
811 series fuse holders feature an intuitived lever actuation of the Cage Clamp® maintenance-free, vibration- 0005258000 2 : ale - 36A ESIN2y OS 
proof and corrosion-resistant connection technology to accommodate Class CC, photovoltaic 10x38mm and 20 AWG-3 AWG, ST25/ EN Feed through, M6 Sleeve Terminal 
midget style 10x38mm fuses. / ; @ C905380600 2 1 1kV 100A 7515032 14.25 
Approvals: UL listed E350426, CSA certified C22.2, Class 6225, File 255010, IEC 60269-1, 60947-3 20 AWG-3 AWG, $T25/EN Feed through, M6 Screw Terminal 
Fuse Terminal Blocks @ 905264600 2 1 1kV 100A 7575028 13.16 
Fuse terminal block for cylindrical fuses 811-316 (1-pole) without blown fuse indication € A 
10x 38 mm; "i" x 1%" 811-317 (1-pole) with blown fuse indication, 230 - 1000 VDC 20 AWG-3 AWG, $125 / EN Feed through, M5 Sleeve Terminal 
: - ae ae @ C905379600 2 1 1kV 101A 7515031 14.25 
Fuse terminal block for 811-310 (1-pole) without blown fuse indication - 
10 x 38 mm; "i" x 1%", light gray 811-320 (2-pole) without blown fuse indication 20 AWG-3 AWG, ST25/ EN Feed through, M5 Screw Terminal 
811-330 (3-pole) without blown fuse indication @ C905265600 2 1 4kV 101A 7515029 14.06 
Fuse terminal block for 811-311 (1-pole) with blown fuse indication, 90 - 600 VAC, 115 - Price Each 
10 x 38 mm; "i" x 1%", light gray 600 VDC _ [Lille NEI | 
811-321 (2-pole) with blown fuse indication, 90 - 600 VAC, 115 - Mfg. Part No. Description Stock No. 1-1-9+ 
; 600 VDC © C905266600 End Plate for ST25 7575030 1.91 
811-331 (3-pole) with aes ea 90 - 600 VAC, 115 - ® ©905222600 End Plate for STSPN 7810673 1.09 
PIM_198146 
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TERMINAL BLOC DIN RAIL 


SAK SERIES SCREW CLAMP TERMINAL BLOCKS ae W SERIES SCREW CLAMP TERMINAL BLOCKS AND ACCESSORIES FOR 
FOR TS 32 DIN-RAIL Weidmiiller 3 TS 35 DIN-RAIL (CONT) 


<< Al G No. of No. of Price Each 
Mfg. Part No. Positions Levels Voltage Current Stock No. 1-9+ 
26 AWG-12 AWG, Ground Terminal Blocks 
@ 1010000000 2 1 - ie 32M7194 7.25 
@ 1041650000 4 2 800V 24A 32M7209 8.45 
26 AWG-12 AWG, Feed-Thru Terminal Blocks 
@ 1040800000 2 1 500V 24A 32M7207 0.93 
26 AWG-14 AWG, Feed-Thru Terminal Blocks 
@ 1753280000 2 1 300V 15A 14€0130 2.69 
Expanded marking options; ideal for use with PLC circuitry. Vibrationproof clamping system made from 22 AWG-8 AWG, Ground Terminal Blocks 
comaonserar ree sea. ime Geman rodiy corbiee ULONZ mia wh = einem [2 | 1 | | 
a Neigh Price Each 22 AWG-8 AWG, Feed-Thru Terminal Blocks 
Mfg. Part No. Positions Levels Voltage Current Stock No. [4-94 © 1020200000 2 u 800V 50A 32M7201 2.67 
28 AWG-12 AWG 22 AWG-10 AWG, Ground Terminal Blocks 
© 0215560000 2 1 300V 2A T6F4334 ae @ 1010100000 2 1 B00V = 32M7195 7.30 
22 AWG-8 AWG 22 AWG-10 AWG, Feed-Thru Terminal Blocks 
@ 0193260000 2 1 B00V aA | 16F4333 2.84 wo 1020100000 z d -™ 35A__ [SOI 1.74 
@ 0380520000 2 1 B00V HA 51M9258 = 22 AWG-12 AWG, Ground Terminal Blocks 
22 AWG-10 AWG @ 1023500000 4 2 400V 10A 10B5234 9.74 
“eo1s3e0000 «)~2~SCOUt*=<«~S*S:*té‘i‘ S*‘*!S*«‘CS SC*«*YSC(‘«‘éiOASSC*d*#C«‘«O M93. «|= 22 AWG-12 AWG, Feed-Thru Terminal Blocks 
@ C9001456 2 1 600V 45A 10B5097 = @ 1023700000 2 ‘) 300V 10A 32M7205 1.00 
22 AWG-12 AWG @ 1577340000 3 1 250V 16A 10B6327 1.90 
@ 0279660000 2 1 600V 0A 77M8263 236 18 AWG-4 AWG, Feed-Thru Terminal Blocks 
@ 0354560000 2 1 800V 7 42M2707 8.57 @ 1020400000 2 1 600V 85A 32M7203 6.34 
20 AWG-10 AWG 18 AWG-6 AWG, Feed-Thru Terminal Blocks 
© 9000676 2 1 600V 35A 4085095 2.00 © 1020300000 i ] S00V 85A pen2u2 3.23 
: 16 AWG-6 AWG, Ground Terminal Blocks 
|Price Each =“ 1010300000 2 1 1000V 7 42M2807 | 10.22 
me Faith slockNos He 14 AWG-4 AWG, Ground Terminal Blocks 
S01 7260000 TMB258 Zit @ 1010400000 2 1 1000V 7 99F3614 10.89 
© 0279560000 93F3675 2.03 
PIM 5269 Price Each 
= Mfg. Part No. Description Stock No.| 1-1-9+ 
@ 0382860000 End Bracket, For Use With WDU 1.5/R 3.5,WDK 1.5/T 3.5 51M9259 1.39 
Fused @ 1059000000}End Bracket, For Use With WDU 2.5N,WDU  2.5,| 10B5329 6.72 
fio. of Price Each WDU4,WDU6,WDU 10 
Mfg. Part No. Positions Voltage Current Garth, | eS oT @ 1754190000 End Plate, For Use With WDU 1.5/R 3.5,WDK 1.5/T 3.5 1400134 1.07 
22 AWG-12 AWG @ 1060000000 End Plate, For Use With WDU 2.5N 70M7848 1.30 
@ 9503350000 3 300V 10A 70M8446 12.45 @ 1058800000 | Partition, For Use With WDK 2.5N,WDK 2.5 DU-PE,WDK 4N,WDK | 70M7846 6.55 
5mm x 20mm, 28 AWG-12 AWG ANNO ONY 
© 0474560000 2 300V 10A 17M8281 10.34 PIM_5267 
PIM_5511769 
Fused 
= =. Price Each 
Vipieeeewer eee er Wei dmiiller = Mfg. Part No. aces Voltage Current Stock No. 1-9+ 
RoHS 1” x 1/4”, 22 AWG-8 AWG 
aE SEB @ 1014300000 2 220V 6.3A 16F4343 8.51 
: | % 1” x 1/4”, 8 AWG-22 AWG 
7 —— W G @ 1014100000 2 220V 6.3A 10B5191 17.07 
Pluggable Jumpers 22 AWG-12 AWG 
@ 9503350000 3 300V 10A 70M8446 12.45 
22 AWG-8 AWG 
@ 1014000000 2 600V 20A 70M7832 Uh 
5mm x 20mm, 20 AWG-8 AWG 
@ Reduces Installation Time By 40% @ 1011300000 2 300V 6.3A 51M9277 15.52 
High-density: 0.2” per block for 12 AWG. Jumpers and other current-carrying components are completely @ 1012200000 2 300V 6.3A 70M7830 15.00 
insulated for touch-safe operation. Vibrationproof clamping system made from corrosion-resistant zinc-plated @ 1011000000 2 600V 410A 70M7829 9.53 
steel. Wemid thermoplastic moldings combine temperature range of up to 250°F with the resilience of nylon. UL Se ———— ee 
recognized, CSA certified, VDE approved. PIM_9511351 
No. of No. of Price Each 
Mfg. Part No. Positions Levels Voltage Current Stock No. 1-9+ Jumpers (Busbar) 
Ground Terminal Blocks No. of Price Each 
@ 1036300000 4 1 7 o 52M0034 9.48 Mfg. Part No. Positions Pitch StockNo. [| 4-9+ 
30 AWG-12 AWG, Ground Terminal Blocks Jumper 
@ 1016200000 2 1 500V is 13P0031 0.96 @ 1693800000 2 5.1mm 72M5066 = 
30 AWG-12 AWG, Feed-Thru Terminal Blocks @ 1758250000 2 6.1mm 52M0991 = 
@ 1020000000 2 1 600V 25A 32M7199 1.67 @ 1052360000 2 8mm 70M7840 2.16 
@ 1036800000 2 1 600V 25A 52M0082 1.81 @ 1052560000 2 40mm 52M0382 2.84 
@ 1021500000 4 2 300V 20A 13P0032 5.75 @ 1693810000 3 5.4mm 52M0986 = 
@ 1041100000 4 2 400V 24A 13C6661 4.03 @ 1608870000 3 5.1mm 52M0980 2.01 
@ 1022300000 4 2 400V 24A 51M9283 10.10 @ 1762630000 3 6.4mm 34C6857 es 
26 AWG-10 AWG, Feed-Thru Terminal Blocks @ 1054760000 3 8mm 72M5019 2.83 
@ 1041900000 4 2 800V 32A 1306667 6.28 © 1762620000 4 6.1mm 52m0992 = 
@ 1041910000 4 2 800V 32A 33M7510 5.90 @ 1054860000 4 8mm 70M7845 3.32 
@ 1758260000 10 6.1mm 70M8011 = 
> CONTINUED > > CONTINUED > 
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Jumpers (Busbar) (CONT.) DIN Mounting Rail 
No. of Price Each Price Each 
Mfg. Part No. Positions Pitch Stock No. 1-9+ Mfg. Part No. Length Height Width Stock No. 1-9+ 
Jumper Steel 
@ 1052260000 10 8mm 70M7839 8.83 @ 38340 2m 7.5mm 35mm 99F7722 = 
@ 1052460000 10 10mm 66F6087 8.83 PIM_5518457 
PIM_5511352 
THERMOCOUPLE FEED-THRU TERMINAL BLOCK i, i 
Terminal Block Markers AND END PLATE Weidmiiller = 
Price per RoHS 
|__Pkg. __ See topin 
Mfg. Part No. Legend Stock No. 1-9+ 
Terminal Bock Marker : O) € 
@ 1609860000 Blank (No Legend) 9201117 0.09 
PIM_5511353 
Z SERIES TENSION CLAMP TERMINAL BLOCKS Weidmiiller s Thermocouple WDU 


FOR TS35 DIN-RAIL 


ZDU 2.5 Feed-Thru 


Terminal Block Zfe Ground 


Terminal Block 
RoHS _ 
Compliant 
Available 


ZDU 6 Feed-Thru 
Terminal Block 


Vibrationproof clamping system made from corrosion-resistant stainless steel. Current-carrying components, 
including jumpers, are completely insulated for touch-safe use. High-density: 0.2” per block for 12 AWG. Ideal 
for use with PLC circuitry. Wemid thermoplastic moldings, rated UL94V-0, combined with the resilience of 
nylon. Operating temperature range: up to 250°F. UL listed, CSA certified, VDE approved. Order terminal block 
accessories separately. 
No. of No. of Price Each 
Mfg. Part No. Positions Levels Voltage Current Stock No. 1-9+ 
30 AWG-12 AWG, PE Terminal, ZDU 2.5/3AN 
@ 1608650000 2 1 800V 8A 32M7214 6.58 
30 AWG-12 AWG, Ground Terminal, ZPE 2.5/4AN 
@ 1608660000 2 1 800V 8A 32M7215 9.15 
30 AWG-12 AWG, Ground Terminal, ZPE 2.5 
@ 1608640000 2 1 800V 8A 32M7213 667 
30 AWG-12 AWG, Feed Through Terminal, ZPE 2.5/4AN 
@ 1608570000 4 2 800V 24A 32M7211 3.15 
30 AWG-12 AWG, Feed-Through Terminal, ZDU 2.5/3AN 
@ 1608540000 3 1 800V 24A 16F4281 2.14 
30 AWG-12 AWG, Feed-Through Terminal, ZDU 2.5 
@ 1608510000 2 1 800V 24A 32M7210 1.99 
26 AWG-10 AWG, Ground Terminal, ZPE 4 
@ 1632080000 2 1 800V 32M7217 7.20 
26 AWG-10 AWG, Feed-Through Terminal, ZDU 4 
@ 1632050000 2 1 600V 33A 32M7216 2.09 
26 AWG-14 AWG, Feed-Through Terminal, ZDU 1.5 
@ 1775480000 2 1 300V 15A 32M7220 1.30 
26 AWG-14 AWG, Feed-Through Terminal, ZDK 2.5/1.5 
@ 1674300000 4 2 300V 15A 32M7218 5.57 
22 AWG-8 AWG, Feed-Through Terminal, ZDU 6 
@ 1608620000 2 1 800V 4A 32M7212 2.17 
Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ 
®@ 1674730000 End Cover for ZDK 1.5/ZDK 2.5 16F4303 2.23 
@ 1608770000 End Cover for ZDU, ZPE, ZTR 52M0979 1.32 
@ 1608740000 End Cover for ZDU/ZPE 2.5 70M8007 1.29 
@ 1632090000 End Cover for ZDU/ZPE 4 16F4299 1.38 
@ 1608800000 End Cover for ZDU 2.5/4AN, ZSI, ZSI, ZTR, ZPE 70M8008 1.34 
PIM_5272 
Fused 
No. of Price Each 
Mfg. Part No. Positions Voltage Current Stock No. 1-9+ 
5mm x 20mm, 26 AWG-12 AWG 
@ 1616420000 2 500V 6.3A 16F4286 13.78 
@ 1616400000 2 500V 6.3A 70M8010 7.58 
6.35mm x 32mm, 26 AWG-12 AWG 
@ 1616470000 2 36V 12A 10B6649 8.78 
PIM_5518456 


1.800.463.9275 © newark.com 


For TS 35 DIN rail mounting. Thermocouple (TC) terminal blocks are designed for use in temperature 


measurement circuits. To provide TC wiring continuity, current bars of terminal are made of same dissimilar 
metal of TC wire, which increases accuracy of signal. UL listed, CSA certified, VDE approved. 
No. of No. of Price Each 
Mfg. Part No. Positions Levels Stock No. 1-9+ 
22 AWG-12 AWG 
@ 1024100000 2 | 1 42M2815 13.06 
Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ 
@ 1050000000 WAP 2.5-10 End Plate 70M7835 1.43 
PIM_69169 
DEKAFIX MARKING TAGS Weidmiiller eS 


LUD CMCRY BEM Gao 


RoHS _ 
Compliant 
Available 


JEU OEE Brae 7 

URES EEL NG wires caw 

GIRDERS Pe CNC St BE 

CORBCSR DSS RT Ree 

Horizontal 1-10 

Use to mark terminal blocks and assemblies. White Dekafix tags are printed with large, black numbers, symbols, 
or characters. Tension clamp feed-through terminal blocks can hold 1 Dekafix tag on each side of the block, 
in addition to a center marking area. W series terminal blocks can hold 2 Dekafix tags on each side. To select 
the proper tag, make sure the width of the tag is no greater than the width of the terminal block. Both horizontal 


and vertical printing are available. Print on all tags is rubproof and oilproof. Other styles and custom printing 
available; go online or call. 


cD 
Mfg. Part No. Legend Stock No. [19+ 
Terminal Block Marker 
@ 0518960011 11 to 20 96H6175 0.06 
@ 0133360001 1 to 10 96H6165 0.07 
@ 0523060001 1 to 10 17M8282 5.36 
@ 0473560001 1 to 50 17M8279 5.01 
@ 0473460001 1 to 50 17M8278 5.42 
@ 0473560201 201 to 250 10B9570 0.06 
@ 0518960021 21 to 30 10B9647 4.17 
@ 0518960031 31 to 40 10B9648 4.17 
@ 0523060031 31 to 40 10B9674 4.30 
@ 0473460501 501 to 550 14C1231 4.53 
@ 0468760051 51 to 100 96H6169 meds 
@ 0468660051 51 to 100 16F4306 4.02 
@ 0522660006 6 10B9665 4.35 
@ 0473360000 Blank (No Legend) 8316387 = 
@ 0522761039 s 14C1762 4.35 
Terminal Marker 
@ 0518960001 1 to 10 16F4309 5.19 
PIM_5273 
MOUNTING RAILS, END BRACKETS AND END Weidmiiller es 
PLATES 
RoHS _ 
Compliant 
SS ee GeBiorpin 
0514500000 
Fixing Price Each 
Mfg. Part No. Length Height Width Centers Stock No. 1-9+ 
@ 913917 152.4mm 7.5mm 35mm 11B478 6.58 
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TERMINAL BLOCKS — DIN RAIL 


MOUNTING RAILS, END BRACKETS AND END PLATES (CONT.) SPRING CLAMP DIN RAIL MOUNT TERMINAL BLOCKS (CONT.) 
Fixing Price Each No. of No. of Price Each 
Mfg. Part No. Length Height Width Centers Stock No. 1-9+ Mfg. Part No. Positions Levels Voltage Current Stock No. 1-24+ 
Steel 24 AWG-10 AWG, Ground Terminals 
@ 0514510000 1000mm 35mm 35mm 36mm 13P0028 14.06 @ 56.704.9055.0 2 1 800V a 66M6906 7.24 
@ 38340 2m 7.5mm 35mm wee 99F7722 = @ 56.704.9355.0 3 1 a is 74R8964 1.33 
@ 0514500000 2m 7.5mm 35mm 36mm 13P0027 der) @ 56.704.9155.0 4 2 800V lee 79M5374 10.23 
@ 0122800000 2m 15mm 32mm bis 13P0019 22.03 24 AWG-10 AWG, Feed Through Terminals 
@ 1228-0 2m 15mm 35mm afi 90F7865 — @ 56.704.0055.0 2 1 800V 32A 54M4033 2.44 
Pore Price Each @ 56.704.5055.0 3 1 800V 32A 79M5366 3.83 
Mfg. Part No. Description Type With Stock No.|  1-1-9+ © 56.704.5155.0 4 2 800V 32A 66M6904 3.92 
© 0279520000 7 End Plate |SAK-series Modular] 51M9254| 0.29 24 AWG-12 AWG, Disconnect Terminals 
Terminals @ 56.703.5355.0 2 1 630V 20A 79M5359 6.13 
@ 0687900000 ia Mounting Feet FM 4/TS 35 51M9266 2.83 @ 56.703.5455.0 3 1 630V 20A 79M5360 6.88 
DIN Mounting Terminals @ 56.703.6655.0 4 2 300V 19A 79M5363 22.12 
@ 0206160000 Fe End Bracket SAK 2.5-10 70M7796 2.03 © 56.703.55550 ry 2 630V 20A 79M5361 776 
@ 0383560000 is End Bracket TS 35 DIN Mounting Rail 70M7817 4.51 © 56.703.6555.0 5 2 300V T9A 79M5362 8.84 
@ 1050100000 a Partition Plate | WDU ee Terminal | 70M7836 1.95 22 AWG-12 AWG, Ground Terminals 
© 1061200000 % End Bracket |W Series Terminal Blocks | 70M7849 | 2.86 © 56:703.9055.0 2 4 800V 11K3686 1.14 
@ 9540000000 " End Bracket | TS 35 DIN Mounting Rail | 70M8447| 1.56 © 56.703.9355.0 3 1 800V a HIKES 7.48 
@ 1050000000|WAP2.5-10EndPlate| End Plate |W Series  Modular| 70M7835| 1.43 © 56.703.9155.0 B00V 7 AIKSOS Ta GIGS 
Terminal Blocks 22 AWG-12 AWG, Feed Through Terminals 
PIM_5244 @ 56.703.0055.0 2 1 800V 24A 11K3637 1.99 
——— ee @ 56.703.5055.0 3 1 800V 24A 11K3662 2.11 
. @ 56.703.5155.0 4 2 800V 24A 11K3670 25 
= Ring PLANE DIN RAIL MOUNT TERMINAL ®% wieland See i 
RoHS _ @ 56.710.9055.0 2 1 600V ‘a 09R2839 11.71 
Osten 16 AWG-6 AWG, Feed Through Terminals 
AL 7) @ 56.710.0055.0 2 1 800V 57A 09R2837 1.67 
Price Each 
Mfg. Part No. Description Stock No.| 1-1-24+ 
@ 25.522.7453.0 End Bracket, For Use With TS 35 DIN Rail 01M9526 141 
@ 25.522.8553.0 End Clamp - Heavy Duty 99F5421 3.81 
@ 07.312.8153.0 End Plate, For Use With, WKF 1.5/35 & SL/35 10K1504 1.14 
@ 07.312.8353.0 End Plate, For Use With, WKF 1.5 D1/2/35 & SL/35 10K1506 1.19 
Fused Terminal Block @ 07.312.8553.0 End Plate, For Use With, WKF 1.5 02/2/35 & SL/35 10K1508 | 4.97 
@ 07.312.6755.0 End Plate, For Use With, WKFN 2.5/35 & SL/35 10K1492 0.94 
@ 07.313.0055.0 End Plate, For Use With, WKFN 2.5 TKM 2/2/35 79M5165 0.21 
: @ 07.312.7755.0 | End Plate, For Use With, WKFN 2.5 TKM E1/35 & WKFN 2.5] 10K1502 1.48 
Ground Terminal Block TKM E2/35 
With its fasis WKFN series Wieland Electric offers you a complete range of DIN rail terminal blocks with spring @ 07.312.9455.0 End Plate, For Use With, WKEN 4 D1/2/35 & SL/35 795162 0.27 
clamp wire termination. The portfolio comprises feed-through and ground blocks with 2, 3 or 4 termination : 
points, two-tier and three-tier blocks, single-tier and two-tier knife-edge disconnect blocks as well as fuse blocks. @ 07.312.9055.0 End Plate, For Use With, WKFN 4 D2/2/35 & SL/35 66M3336 0.19 
There are also function blocks with application-specific diode circuits available. fasis WKFN has been designed @ 07.312.7155.0 End Plate, For Use With WKFN 2.5 TKM 1/2/35 10K1496 1.20 
for use in machine and system engineering as well as for hazardous areas. UL recognized, CSA certified, CE © 07.312.6053.0 End Plate (Required For WT 4 Terminals) 40K1491 5.47 
compliant, VDE approved. - 
End plates are used to cover the exposed metal area of the last terminal in a series or when transitioning to other @ 07.313.1655.0 Intermediate Plate 47X3281 0.15 
components on the DIN rail assembly. : ae : @ 25.523.9353.0 Screwless End Clamp 3109049 1.69 
use mgt cura 2 me iar pve bute, Eocene amet tial can 9725957530] Teta or 8G wie tornds_—[1Kt858 | 1080 
Test adapters can be used to perform circuit diagnostic checks or maintenance. Snap individual test adapters PIM_148502 
together for multi-pole requirements. End plates are required between each adapter for WT 4 terminals. 
Marking tags can be ordered preprinted with a variety of symbols and numbers. Consult factory for specific 
needs or. Select specific marking tags based on terminal block width. DIN Mounting Rail 
No. of No. of Price Each Price Each 
Mfg. Part No. Positions Levels Voltage Current Stock No. 1-24+ Mfg. Part No. Length Height Width Stock No. 1-24+ 
Fuse Terminal, THSI 5 x 20mm Fuse Holder, 24 VDC Aluminium, TS 35 x 7.5mm, Unslotted 
@ 21.298.1153.0 sas ais ms sis 10K0946 14.40 @ 98.750.0000.0 2mm 75mm 35mm 02M0788 23.01 
Fuse Terminal, THSI 5 x 20mm Fuse Holder Steel, TS 35 x 7.5mm, Slotted, Zinc Plated 
@ 21.298.1053.0 i. ie a a 10K0945 6.92 98.300.1800.0 2mm 75mm 35mm 38X4578 22.68 
Fuse Terminal, THSI 1.25" X .25" Fuse Holder, 24 VDC Steel, TS 35 x 7.5mm, Unslotted, Zinc Plated 
@ 21.298.1753.0 im i a a 10K0950 16.80 ®@ 98.300.0000.0 2m 7.5mm 35mm 02M0786 21.37 
Fuse Terminal, THSI 1.25" X .25" Fuse Holder PIM_5511343, 
@ 21.298.1653.0 is asi sa ai 10K0949 1.86 
26 AWG-14 AWG, Ground Terminals Fused 
@ 56.702.9053.0 2 1 300V sii 11K3633 8.65 ile. of Price Each 
© 56.702.9353.0 3 1 300 za AIKSES6 9.74 Mfg. Part No. Positions Voltage Stock No. [ 4-24+ 
@ 56.702.9153.0 4 1 300V 7 11K3634 10.29 1/4” x 1.1/4”, 6.3mm x 32mm 
26 AWG-14 AWG, Feed Through Terminals © 56.704.4055.0 2 500V 09R2833 173 
@ 56.702.0053.0 2 1 500V 17.5A 11K3625 2.01 PIM 5611344 
@ 56.702.5053.0 3 2 500V 17.5A 66M6902 2.40 
@ 56.702.5153.0 4 2 500V 17.5A 11K3629 2.98 
24 AWG-8 AWG, Ground Terminals dumpers (Bush) 
@ 56.706.9055.0 2 1 800V e 09R2835 10.51 No. of | Price Each” 
24 AWG-8 AWG, Feed Through Terminals Mfg. Part No. Positions Pitch Stock No. 1-24+ 
@ 56.706.0055.0 2 1 800V 4A 79M5377 3.98 Cross Connector 
@ 27.268.0227.0 2 4.2mm 10K1188 1.13 
@ 27.268.0327.0 3 4.2mm 10K1189 1.96 
> CONTINUED > > CONTINUED > 
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Jumpers (Busbar) (CONT.) WT SERIES DIN RAIL MOUNT IEC SCREW CLAMP TERMINAL BLOCKS 
No. of Price Each (CONT.) 
Mfg. Part No. Positions Pitch Stock No. 1-24+ No. of No. of Price Each 
Cross Connector Mfg. Part No. Positions Levels Voltage Current StockNo. | 1-24+ 
@ 27.268.0427.0 4 4.2mm 10K1190 2.92 26 AWG-10 AWG, Dual Level Terminal Blocks 
@ 27.268.0527.0 5 4.2mm 10K1191 3.96 @ 58.504.9255.0 4 2 300V Re 46X9385 23.39 
@ 27.268.1027.0 10 4.2mm 10K1192 8.84 @ 58.504.6955.1 4 2 300V 30A 46X9381 8.16 
@ 27.268.2027.0 20 4.2mm 10K1193 16.57 @ 58.504.7055.0 4 2 300V 30A 46X9382 5.99 
Jumper 26 AWG-10 AWG, Branch & Disconnect Terminal Blocks 
@ 27.280.6227.0 2 Smm 01M9528 1.86 @ 58.504.2055.0 2 1 300V 16A 46X9379 6.81 
@ 27.261.1227.0 2 6mm 95B7036 1.01 @ 58.504.5055.0 3 1 300V 30A 20X5514 1.75 
@ 27.280.6327.0 3 5mm 52F9828 2.09 @ 58.504.5155.0 4 2 300V 30A 46X9380 5.01 
27.261.1327.0 3 6mm 95B7037 1.90 26 AWG-12 AWG, Grounding Terminal Blocks 
@ 27.261.1427.0 4 6mm 95B7038 2.86 @ 58.503.9055.0 2 1 600V a 07X2409 5.87 
@ 27.280.6527.0 5 5mm 52F9830 4.36 26 AWG-12 AWG, Feed-Thru Terminal Blocks 
@ 27.261.1527.0 5 6mm 10K1167 3.83 @ 58.503.0055.0 2 1 600V 20A 07X2403 2.02 
@ 27.282.5527.0 5 8mm 99W1894 7.99 24 AWG-8 AWG, Grounding Terminal Blocks 
@ 27.280.7027.0 10 Smm 52F9835 8.37 @ 58.506.9055.0 2 1 600V ia 46X9387 9.38 
@ 27.261.2027.0 10 6mm 1132964 7.10 24 AWG-8 AWG, Feed-Thru Terminal Blocks 
@ 27.280.8027.0 20 5mm 10K1224 21.14 @ 58.506.0055.0 2 1 600V 50A 38X4582 1.36 
Jumper Bar 22 AWG-12 AWG, Dual Level Terminal Blocks 
@ 27.282.5227.0 2 8mm 09R2819 2.78 @ 57.403.7055.0 4 2 600V 20A 24C6632 8.00 
@ 27.283.8227.0 2 10mm 10K1247 4.72 20 AWG-6 AWG, Grounding Terminal Blocks 
Jumper Bar/Comb @ 58.510.9055.0 2 1 600V 33 46X9388 12.57 
@ 27.280.6427.0 4 5mm 01M9529 3.67 20 AWG-6 AWG, Feed-Thru Terminal Blocks 
PIM_5511345 @ 58.510.0055.0 2 1 600V 65A 38X4580 4.89 
14 AWG-4 AWG, Grounding Terminal Blocks 
Terminal Block Markers @ 58.516.9055.0 2 1 600V tas 46X9390 5.42 
= 14 AWG-4 AWG, Feed-Thru Terminal Blocks 
Lerice Each) @ 58.516.0055.0 2 1 600V 85A 46X9389 7.16 
Mfg. Part No. Legend Stock No. 1-24+ 4 - - 
Terminal Block ID Markers 10 AWG-2 AWG, Feed-Thru Terminal Blocks, High Power 
@ 57.535.0155.0 2 1 800V 125A 8109346 14.45 
eee ~ zal oS 6 AWG-00 AWG, Feed-Thru Terminal Blocks, High Power 
erminal Block Marker 
© 04.845.0153.0 Tto 10 59K9219 1.06 @ 57.570.0155.0 2 1 600V 175A 2404593 51.41 
@ 04.846.0153.0 1 to 10 59K9221 1.06 Price Each 
@ 04.848.0153.0 14 to 10 40B6584 4.27 Mfg. Part No. Description Stock No.| 1-1-24+ 
@ 04.856.1153.0 14 to 100 59K9223 37.93 @ 25.522.7453.0 End Bracket, For Use With TS 35 DIN Rail 01M9526 1.41 
@ 04.242.5053.0 Blank (No Legend) 90F7435 0.63 @ 25.522.8553.0 End Clamp - Heavy Duty 99F5421 3.81 
“@ 04.242.60530 | Blank (No Legend) +) 94F2721.-~—~—«~StCOgCtC(«é~=z 7. 312.1755.0 End Plate, For Use With WKN 2,5 E/U 3902040 | 4.81 
PIM_ 5511346 © 07.313.2755.0 End Plate, For Use With WT 16, WT 16 PE 46X9374 | 4.89 
@ 07.313.2555.0 End Plate, For Use With WT 2.5 - 10, WT 2.5 - 10 PE 07X2410 1.35 
‘ @ 07.313.3155.0 End Plate, For Use With WT 4 D2/2, WT 4 D2/2 46X9376 Poa 
se Lae noun eRe eens Ws wieland 0731333550 End Plate, For Use With WT 4 E, WT 4 PE 46X9377 | 1.51 
RoHS @ 07.313.2955.0 | End Plate, For Use With WT D1/2, WT D1/2 PE, WT 4 TKM,| 20X5515 1.30 
Ose —_____ | __—iscs Terms 
! - | Avalleble @ 07.312.6053.0 End Plate (Required For WT 4 Terminals) 10K1491 | 5.17 
i @ 07.313.2855.0 Partition Plate, For Use With WT 16 46X9375 2.31 
@ 07.313.2655.0 Partition Plate, For Use With WT 2,5 - 10 07X2411 1.83 
@ 25.523.9353.0 Screwless End Clamp 3109049 1.69 
@ 21.299.9753.0 Test Adapter for 5 & 6mm wide terminals 10K0958 10.50 
PIM_212132 
Feed-Thru Terminal Block 
Fuse Terminal Block Heavy Duty Jumper Terminal Block Markers 
Wieland’s new WT series features the most advanced push-in jumpering system in the industry. WT/MWKN Price Each 
irate at fr eepereaung pie Shan ZAC OMA amd UL vcoptzed © __y puto, _|__ogons__—_—( 
Available in colors for circuit identification; go online or call. Terminal Block ID Markers 
Fuse terminals for metric and imperial size fuses. Can be ordered with and without blown fuse indication. Go 04.242.8053.0 re 51F2871 0.59 


online or call for additional voltages. 


End plates are used to cover the exposed metal area of the last terminal in a series or when transitioning to other Terminal Block Marker 


components on the DIN rail assembly. @ 04.845.0153.0 1to 10 59K9219 1.06 
Use jumpers to common 2 or more terminals or for power distribution. Both center channels of the terminal can @ 04.846.0153.0 1 to 10 59K9221 1.06 
be used for jumpering. Jumpers can be cut or modified to suite wiring needs. 
Test adapters can be used to perform circuit diagnostic checks or maintenance. Snap individual test adapters SUE AGOGO Hoe eOBGse4 lel 
together for multi-pole requirements. End plates are required between each adapter for WT 4 terminals. @ 04.856.1153.0 1 to 100 59K9223 37.93 
Marking tags can be ordered preprinted with a variety of symbols and numbers. Consult factory for specific @ 04.242.5053.0 Blank (No Legend 90F7435 0.63 
needs or. Select specific marking tags based on terminal block width. © 04.242.6053.0 Blank (No Legend 04F2721 063 
No. of No. of Price Each = piyt_5511350 
Mfg. Part No. Positions Levels Voltage Current Stock No. 1-24+ 
Feed-Thru Terminal Blocks, High Power . . 
© 57.597.0155.0 2 1 600V 335A | 49H4585 | 78.74 DIN Mounting Rail 
26 AWG-10 AWG, Grounding Terminal Blocks , ; | Price Each_ 
© 58.504.9055.0 2 1 600V 7” 46X9383 773 Mfg. Part No. Length Height Width Stock No. 1-24+ 
© 58.504.93550 3 7 300V _ 46X9386 10.92 Aluminium, TS 35 x 7.5mm, Unslotted 
@ 58.504.9155.0 4 2 300V . 46X9384 15.26 @ 98.750.0000.0 2mm 7.5mm 35mm 02M0788 23.01 
26 AWG-10 AWG, Feed-Thru Terminal Blocks Sal, TO 35oe 7 dm, Stotied ding Pisted 
© 58.504.0055.0 2 1 600V 30A 46X9378 0.99 98.300.1800.0 2mm 7.5mm 35mm 38X4578 22.68 
Steel, TS 35 x 7.5mm, Unslotted, Zinc Plated 
@ 98.300.0000.0 2m 7.5mm 35mm 02M0786 21.37 
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@ Indicates RoHS Compliant 


4] Find Datasheets Online 


Fused EUROSTYLE CAGE CLAMP PLUGGABLE TERMINAL BLOCKS (CONT.) 
No. of Price Each No. of Price Each 
Mfg. Part No. Positions Voltage Current Stock No. 1-24+ Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ 
1/4” x 1.1/4”, 6.3mm x 32mm, 22 AWG-10 AWG, with Indicating, 110 VAC 30 AWG-12 AWG 
@ 57.904.6755.0 2 250V 15A 73H3442 26.82 @ 796634-6 6 5.08mm 300V 15A 35C0960 6.43 
22 AWG-10 AWG, with Indicating, 110 VAC @ 796640-8 8 Smm 300V 15A 35C0967 3.37 
@ 57.904.5755.0 2 250V 15A 11K4320 24.61 @ 796634-8 8 5.08mm 300V 15A 35C0961 9.67 
5mm x 20mm, 22 AWG-10 AWG, with Indicating, 24 VAC PIM_69027 
@ 57.904.5555.0 2 24V 15A 84K5996 24.61 
5mm x 20mm, 5mm x 25mm, 22 AWG-10 AWG Terminal Block Headers & Sockets 
@ 57.904.5355.0 2 800V 6.3A 19C1172 13.44 Fi 
© 57.904,6355.0 2 800V 10A 1901174 17.26 No-at ; Hale Taco 
- — Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-9+ 
5mm x 20mm, 5mm x 25mm, 22 AWG-10 AWG, with Indicating, 24 VAC Header, Through Hole Right Angle 
@ 57.904.6555.0 2 800V 10A 02M0386 26.82 @ 796644-2 2 5mm 300V 15A 3409474 == 
PIM_5511348 © 796644-3 3 5mm 300V 15A 3409475 0.60 
@ 796644-4 4 5mm 300V 15A 34C9476 0.88 
Jumpers (Busbar) @ 796644-6 6 Smm 300V 15A 35C0968 1.13 
No. of Price Each @ 796638-2 2 §.08mm 300V 15A 3409469 —_ 
Mfg. Part No. Positions Pitch Stock No. 1-24+ @ 796638-3 3 5.08mm 300V 15A 34C9470 0.31 
Jumper @ 796638-4 4 5.08mm 300V 15A 16H6360 0.96 
@ 27.280.6227.0 2 5mm 01M9528 1.86 @ 1776038-6 6 5.08mm 300V 15A 52K3430 3.66 
@ 27.261.1227.0 2 6mm 95B7036 1.01 @ 796638-8 8 5.08mm 300V 15A 35C0965 2.61 
@ 27.284.4227.0 2 12mm 10K1256 5.04 Header, Through Hole Vertical 
@ 27.280.6327.0 3 5mm 52F9828 2.09 @ 282822-4 4 5mm 300V 15A 35C0819 0.84 
Z7.261.1327.0 3 6mm 95B7037 1.90 @ 796636-2 2 §.08mm 300V 15A 03H3763 — 
@ 27.261.1427.0 4 6mm 95B7038 2.86 @ 796637-2 2 §.08mm 300V 15A 3409467 0.56 
@ 27.280.6527.0 5 5mm 52F9830 4.36 @ 796636-3 3 §.08mm 300V 15A 16H6356 = 
@ 27.261.1527.0 5 6mm 10K1167 3.83 @ 796636-4 4 §.08mm 300V 15A 16H6357 0.91 
@ 27.282.5527.0 5 8mm 99W1894 7.99 @ 796636-6 6 5.08mm 300V 15A 16H6359 2.35 
@ 27.280.7027.0 10 5mm 52F9835 8.37 @ 796637-6 6 5.08mm 300V 15A 35C0962 0.99 
@ 27.261.2027.0 10 6mm 1132964 7.10 PIM_5518469 
@ 27.280.8027.0 20 5mm 10K1224 21.14 
dumperBar EUROSTYLE CAGE CLAMP TERMINAL BLOCKS 
@ 27.282.5227.0 2 8mm 09R2819 2.78 
@ 27.283.8227.0 10mm 10K1247 4.72 
© 27.285.6227.0 16mm 8371263 3.93 Guruanisen inereiayae 
Jumper Bar/Comb 9.00 9.0 RoHS _ 
© 27.280.6427.0 4 5mm 01M9529 3.67 4 Gee tinoiat 
PIM_5511349 ly \ 
0.3 A © 
EUROSTYLE CAGE CLAMP PLUGGABLE TERMINAL id ba 
BLOCKS | 
35203 |] (fo + 0.05 
ll. 0.80 + 0.05 3.80 + 0.30 
Vertical 90° Angle 


Retention | ‘; 
Latch Mating 
Face 


Right-Angle Header-796638-2 


Right-Angle Plug-796640-2 


Right-Angle Header-796638-2 


RoHS — 
Compliant 
Available 


Vertical 


Vertical 


@ 5.08mm (0.200") Centerline 

@ Wire Range: 12-30 AWG 

© Current Rating: 17.54 

Eurostyle cage clamp screw PC board terminal b! 
UL94V/0. Contact, cage clamp, and screw are nicke 


© Voltage Rating: 300V 

© Temperature Rating: -40°C to 105°C. 

@ UL Recognized, CSA Certified, VDE Approved 
locks feature black, polyamide 6//6 nylon housing, rated 
-plated brass. 


Right-angle plug and vertical or right-angle header terminal blocks, available with 5.00mm and 5.08mm - 
centerline. Cage clamp design is ideal for frequent terminations. Green housings. Current rating: 12A max. No. of Price Each 
Voltage rating: 300V. Wire range: 12-30 AWG. Temperature rating: -40°C to 105°C. Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-9+ 
No. of Price Each Through Hole 35°, 28 AWG-12 AWG, Black 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ @ 1546074-2 2 5.08mm 300V 17.5A 3409402 1.07 
30 AWG-12 AWG Through Hole 35°, 30 AWG-12 AWG, Black 
@ 796640-2 2 5mm 300V 15A 3409471 1.26 @ 1546074-3 3 5.08mm 300V 17.5A 34€9403 1.80 
@ 796634-2 2 5.08mm 300V 15A 34C9465 1.62 @ 1546074-4 4 5.08mm 300V 17.5A 3409404 1.46 
@ 796640-3 3 5mm 300V 15A 3409472 = @ 1546074-5 5 5.08mm 300V 17.5A 3409405 1.64 
@ 796634-3 3 5.08mm 300V 15A 35C0958 1.80 @ 1546074-6 6 5.08mm 300V 17.5A 3409406 2.54 
@ 796640-4 4 5mm 300V 15A 3409473 3.58 @ 1546074-8 8 5.08mm 300V 17.5A 35C0684 3.39 
@ 796634-4 4 5.08mm 300V 15A 3409466 3.20 @ 1-1546074-0 10 5.08mm 300V 17.5A 35C0669 5.48 
@ 796634-5 5 5.08mm 300V 15A 35C0959 5.29 @ 1-1546074-2 12 5.08mm 300V 17.5A 35C0670 6.58 
@ 796640-6 6 5mm 300V 15A 35C0966 6.49 
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448 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


EUROSTYLE CAGE CLAMP TERMINAL BLOCKS (CONT.) 


CONNECTORS & ACCESSORIES 


TERMINAL BLOCKS — EURO STYLE 


EPB SERIES ENCLOSED POWER DISTRIBUTION BLOCKS (CONT.) 


No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-9+ 

Through Hole Right Angle, 30 AWG-12 AWG, Black 

@ 796949-2 2 5.08mm 300V 17.5A 3409478 0.65 
@ 796949-3 3 5.08mm 300V 17.5A 34C9479 p22) 
@ 796949-4 4 5.08mm 300V 17.5A 349480 1.43 
@ 796949-5 5 5.08mm 300V 17.5A 3409481 bso. 
@ 796949-6 6 5.08mm 300V 17.5A 34€9482 3.43 
@ 796949-8 8 5.08mm 300V 17.5A 35C0969 4.22 
@ 796949-9 9 5.08mm 300V 17.5A 3409483 3.10 
@ 1-796949-2 12 5.08mm 300V 17.5A 35C0673 5.46 
Through Hole Right Angle, 30 AWG-12 AWG, Green 

@ 282841-2 2 5.08mm 300V 17.5A 12H8419 0.69 
@ 282857-2 2 5.08mm 300V 24A 12H8488 0.49 
@ 282841-3 3 5.08mm 300V 17.5A 12H8420 1.73 
Through Hole Right Angle, 30 AWG-16 AWG, Green 

@ 282836-2 2 5mm 300V 13.5A 23C9697 0.97 
© 282836-3 3 5mm 300V 13.5A 74C5853 143 
@ 282836-4 4 5mm 300V 13.5A 12H8397 1.29 
@ 282836-6 6 5mm 300V 13.5A 12H8399 3.12 

PIM_5232 


IEC ENCLOSED POWER DISTRIBUTION 
BLOCKS 


marathon 


Special Products 


= Spire ; 
= Compliant 
P8022 Available 
= es 
WE 


EPBAD741 
© 600 Volt, up to 580A 


EPBAP71 
© Mounts on Panel or 35mm DIN Rail 


Line Side Load Side Price Each 
No. of | Connections | Connections 
Mfg. Part No. | Poles Per Pole Per Pole Voltage | Current | Stock No. 1-14+ 


35mm Din Rail Mount, 2-14 AWG Line, 2-14 AWG Load, Aluminium Contacts Tin Plated 


@EPBAD21 | 2Pole 1 1 eoov | 115A | 57R3970 | 59.07 
35mm Din Rail Mount, 3/0-14 AWG Line, 2-14 AWG Load, Aluminium Contacts Tin Plated 
@EPBAD45 | 5Pole 1 4 eo0v | 200A | sero145 | 53.62 
35mm Din Rail Mount, 3/0-14 AWG Line, 2-14 AWG Load, Copper Contacts Tin Plated 
@EPBCD45 | 5Pole 1 4 eoov | 200A | 2775674 | 241.37 
35mm Din Rail Mount, 3/0-14 AWG Line, 3/0-14 AWG Load, Aluminium Contacts Tin Plated 
@ EPBAD42 2Pole 1 1 600V 200A 4872678 64.96 
35mm Din Rail Mount, 3/0-14 AWG Line, 3/0-14 AWG Load, Copper Contacts Tin Plated 
@EPBCD42 | 2Pole 1 1 eoov | 200A | 4872680 | 160.76 
Flat Panel Mount, 3/0-14 AWG Line, 2-14 AWG Load, Aluminium Contacts Tin Plated 

@ EPBAP45 5Pole 1 4 600V 200A 4774542 92.55 
Flat Panel Mount, 3/0-14 AWG Line, 2-14 AWG Load, Copper Contacts Tin Plated 

@EPBCP45 | 5Pole 1 4 eoov | 200A | 4872682 | 234.13 
Flat Panel Mount, 3/0-14 AWG Line, 3/0-14 AWG Load, Aluminium Contacts Tin Plated 
@EPBAP42 | 2Pole 1 1 ooov | 200A | 4872679 | 72.54 
Flat Panel Mount, 3/0-14 AWG Line, 3/0-14 AWG Load, Copper Contacts Tin Plated 
@eEPBCP42 | 2Pole 1 1 soov [| 200A | 4872681 | 160.76 
Flat Panel Mount, 500 kcmil - 4 AWG Line, 2/0-14 AWG Load, Aluminium Contacts Tin Plated 
@ EPBAPS4 | 2Pole 2 8 soov [| 760A | stvetts | 187.70 
Flat Panel Mount, 500 kcmil - 4 AWG Line, 2/0-14 AWG Load, Copper Contacts Tin Plated 

@ EPBCP84 2Pole 2 8 600V 760A 66Y9167 674.24 
Flat Panel Mount, 500 kcmil - 4 AWG Line, 4-14 AWG Load, Plated Aluminium Contacts 

@ EPBAP86 2Pole 2 12 600V | 760A 14AC0473 | 181.20 
ere a Mount, 500 kcmil - 4 AWG Line, 500 kcmil - 4 AWG Load, Aluminium Contacts Tin 
@EPBAPS1 | 2Pole 2 2 soov | 760A | stver4 [174.18 
PIM_196511 


985 SERIES HEAVY-DUTY, PRESSURE 
CONTACT TERMINAL BLOCKS 


marathon” 


Special Products 


RoHS | 
Compliant 
Available 


© Conforms to IP-20 (Finger-Safe) @ UL Recognized, CSA Certified 
IEC power blocks feature oversized wire openings to accept stranded wire and multiple wire combinations. A 
European touch-proof design. 35mm DIN or panel mount, with dovetail sides for ganging multiple poles. G 
Line Side Load Side Price Each 
No. of | Connections | Connections 
Mfg. Part No. | Poles Per Pole Per Pole Voltage | Current | Stock No. 1-14+ 
@EPBAD741 | 1Pole 1 1 600V 335A | 30K5726 
‘Pol 2 B B00V 335A 30K5730 fe2.07 @ Rated 600V, 85A © Tubular Terminals 
@ EPBCD741 ae 664.44 © Wire Range: 18-4 AWG Copper © Screws: Steel, Nickel-Plated 
@ EPBAP71 4Pole 2 2 600V 510A | 68R2077 | 171.65 Molded material is commercial grade phenolic (black). UL recognized file no. E47811. CSA certified file no. 
@ EPBAP74 10Pole 1 8 600V 335A 4775905 184.93 LR19766. ISO9001:2000 certified. 
PIM_84889 No. of | Price Each 
Mfg. Part No. Positions Voltage Current Stock No. 1-14+ 
18 AWG-4 AWG 
EPB SERIES ENCLOSED POWER th ™ 
@ 985-GP-3 3 600V 85A 87F5195 
DISTRIBUTION BLOCKS marathon T8A 
Special Products @ 985-GP-6 6 600V 85A 87F5197 22.64 
P @ 985-GP-8 8 600V 85A 87F5198 27.86 
™ : @ 985-GP-10 10 600V 85A 87F5199 92.49 
> S = i. @ 985-GP-12 12 600V 85A 87F5205 34.93 
Ay Me PIM_5475 


a | 


EPBAD21 


EPBxP84 


© CSA certified file no. LR19766 
(CSA C22-2 No. 158) 

© CE compliant (Component IEC 
60947-7-1) 

© IEC 60529, IP-20 


EPBxD45 EPBxP81 


6O0VAC/DC (UL1953), 1000V (IEC) Geatinp ait 
Up to 200A Available 
Wire range: 3/0 to 14 AWG 

Choice of aluminum or copper connector material 

Flat panel mount or 35mm DIN rail mail versions 


O€ 
UL listed file no. QPQS.E309401 (UL 1953) 
EPB series enclosed power distribution blocks are flexible stranded wire compliant with wire openings to accept 
stranded wire and multiple wire combinations. Features gray thermoplastic enclosure and base, flammability 
rated UL94V-0. European IP-20 touch-proof design with dovetail sides for multi-line stack-up. 


EPBxP86 
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0987 SERIES PRESSURE CONTACT 
TERMINAL BLOCKS 


marathon: 


Special Products 


RoHS _ 

Compliant 

Available 
WE 


@ Rated 600V, 50A 

@ Wire Range: 24-8 AWG 

© Nickel-Plated Steel Screws 

© Base, Thermoplastic, 125° C, Flammability - UL 
Terminal contacts are copper alloy, nickel-plated. Feed-thru contacts are copper alloy, electro tin-plated. UL 
recognized file no. E47811, CSA certified file no. LR19766, 1S09001:2000 certified. 


94 V-O 
@ |P20 Touchproof Protection 
@ Rated 1000V (CE) 
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0987 SERIES PRESSURE CONTACT TERMINAL BLOCKS (CONT.) Wire-To-Board Terminal Blocks (CONT.) 
No. of Price Each No. of Price Each 
Mfg. Part No. Positions Voltage Current Stock No. 1-14+ Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-9+ 
24 AWG-8 AWG Closed End 
@ 0987-RZ-TC-04 4 600V 50A 81F3735 30.63 @ 39501-1006 6 3.5mm 2s “a 20M7105 = 
@ 0987-RZ-TC-06 6 600V 50A 81F3737 39.28 Through Hole Right Angle, 28 AWG-16 AWG 
@ 0987-RZ-TC-08 8 600V 50A 81F3739 58.50 @ 39357-0002 2 3.5mm 300V 17.5A 72K2104 1.07 
@ 0987-RZ-TC-10 10 600V 50A 81F3741 30.49 @ 39357-0004 4 3.5mm 300V 17.5A 58H9411 1.97 
PIM_5476 @ 39357-0006 6 3.5mm = sie 58H9413 _ 
@ 39357-0008 8 3.5mm 300V 17.5A 58H9415 1.85 


PIM_5518472 


6G38 SERIES 3/8” SECTIONAL 


TERMINAL BLOCKS marathon 


— Special Products Terminal Block Headers & Sockets 


aaa: re 6 No. of Price Each 
(es) a+ Si i Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-99+ 
D> Socket, Through Hole Right Angle 
2 Y é @ 39506-1004 4 3.5mm 300V 8A 20M7132 0.95 
oe a ~S PIM_5518473 
6G38TSKKF ——————SSS S585] SS 


6G38TSKKDIN 
GGSBEDIN eee ESE SERIES 5.08mm PITCH EUROSTYLE® FIXED e 
© 600V AC/DC, 40A © Meets IP-20 (IEC 60529) touch RoHS MOUNT PCB mo ex 
caer . . Compliant 

@ 32 Circuits per foot protection requirement Available TERMINAL BLOCKS 
e 3/8" centers @ UL recognized file no. XCFR2. o 
© Wire range: 10-22 AWG stranded; 10-14 AWG £62806 AY G RoHS 

solid © CSA certified file no. LR19766 Osan 


@ Flat panel mount or 35mm DIN rail mail versions © CE compliant 


6G38 TSSK series sectional terminal blocks are made up of individually molded units with electrically conductive AY G 
members which, when assembled together, make up the block producing the required number of circuits. Each 

unit features a Kant Kut tinned-plated copper tubular screw connector and #10-32 nickel-plated steel screw with 

stainless steel wire protector. Gray thermoplastic insulator base is flammability rated UL 94-0. Accepts single : F : ee z 

and multiple wire combinations. Wire termination torque: 16 in.-Ibs. Choice of flat mount base for direct mounting ° Polyamide Housing, Rated UL94V-0 ® Operating Temperature: -55° to +110°C 

to the panel or DIN rail mount that will fit on a standard 35mm DIN rail. Order accessories separately below. © Wire Range: 12 to 26 AWG . . : . 

Permanent-mount Eurostyle® terminal blocks in 0.200” (5.08mm) spacing. Tin-plate brass pressure clamps 


No. of No. of Price Each compress wire uniformly. Straight thru terminals. Closed bottom prevents solder wicking. Hot tin dip phosphor 
Mfg. Part No. Positions Levels Voltage Current Stock No. 1-4+ bronze contacts. Zinc chromate-plated steel screws. 0.33"(8.38mm) wide footprint. Withstanding: 6500VDC. 
22 AWG-10 AWG Contact resistance: <10 milliohms initial. Additional pole positions available; go online or call. UL recognized 15A 
© 6G38TSKKF 1 — B00V 7A 30M9627 ai @ 250V/10A @ 300V; CSA certified 154 @ 300V. VDE approved 16A @ 250V. , 
@ 6G38TSKKDIN 10 1 600V 40A 33M5171 Tae No. of ; | Price Each” 
——— Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-9+ 
a [PriceEach = Through Hole Right Angle, 22 AWG-12 AWG, Tin Plated Contacts 
Mfg. Part No. ___Description SiockiNG! Uses © 39544-3002 2 5.08mm | 300V 15A 20M7429 0.60 
@ MN35-2 DIN Rell 38 x feoimm/2imilong; silted ozo 79.40 © 39544-3003 3 508mm | 300V 15A 20M7430 0.47 
@ 6G38EDIN End bracket for 6G38 Series 33M5166 2.80 @ 39544-3004 4 5.08mm 300V 15A 20M7431 1.20 
@ 6G38EF End bracket for 6G38 series 33M5167 3.17 @ 39544-3006 6 5.08mm 300V 415A 20M7433 175 
@ MSK35 End bracket for DIN mount base 0207184 1.47 © 39544-3008 8 5.08mm 300V 15A 20M7435 a 
138 Jumper for'7S and TSKK WSIAL 2.13 Through Hole Right Angle, 30 AWG-16 AWG, Nickel Plated Contacts 
PIM_196512 @ 39880-0302 2 5.08mm 300V 13.54 25M3426 0.56 


PIM_5189 


3.5mm BEAU® EUROSTYLE® TERMINAL BLOCKS 
ESE SERIES 0.200” (5.08) EUROSTYLE® PLUGGABLE 


Ge PC BOARD TERMINAL BLOCK PLUGS molex 
- FFRRRR| Available RoHS _ 

.) Seo rie 
WG 


& 
sal 


© 30% density advantage over traditional 5.00mm reducing assembly time , Fig. iu : Fig. 2 
(0.197”) terminal blocks © Rising cage clamp termination provides a gas-tight © Black Polyamide Housing, Rated UL94V-0 © Wire Range: 12-26 AWG 
@ Headers have been designed to withstand surface connection without strand damage or intermittence ESE series 0.200” (5.08mm) Eurostyle® pluggable PC board terminal block plugs for wire-to-PC board 
mount re-flow soldering processes, eliminating the  @ Polarization and keying features prevent applications. Polarized with the industry-standard scalloped design. Tin-plated phosphor bronze contacts. Rising 
need for secondary wave soldering operations and mismating. cage, nickel-plated brass pressure clamp compresses wires for a higher-pressure, gastight interface. 2.5mm 
PricelEach zinc chromate-plated steel screws. Compatible with convection or vapor-phase soldering. End-to-end stackable. 
No. of ; -—_———_ Intermateable with most pluggable 5.08mm terminal block headers. UL recognized Class B commercial 154 
Mfg. PartNo. | Positions Pitch | Voltage | Current_| Stock No. 1-9+ at 300V/Class C industrial 10A at 300V, CSA certified 15A at 300V. 87 series 0.197” (5.00mm) Eurostyle® 
30 AWG-16 AWG, 180° Wire Entry Plug - Screw Retention pluggable PC board terminal block plugs are also available; go online or call. 
@ 39504-0002 2 3.5mm 300V 8A 21M3119 = No. of Price Each 
@ 39504-0004 4 3.5mm 300V 8A 21M3121 0.94 Mfg. Part No. Positions Pitch Voltage | Current | Stock No. 1-9+ 
@ 39504-0006 6 3.5mm 300V 8A 21M3123 1.59 26 AWG-12 AWG, Vertical Plug, Rear Wire Entry, Fig. 2 
30 AWG-16 AWG, 180° Wire Entry Plug @ 39533-2002 2 5.08mm 300V 18A 20M7355 0.87 
@ 39500-0002 2 3.5mm 300V 8A 21M3111 = @ 39533-2004 4 5.08mm 300V 18A 20M7357 = 
@ 39500-0004 4 3.5mm 300V 8A 21M3113 1.47 @ 39533-2005 5 5.08mm 300V 18A 20M7358 2.39 
PIM_84838 26 AWG-12 AWG, Horizontal Plug, Fig. 1 
@ 39530-0002 2 5§.08mm 300V 18A 20M7301 = 
Wire-To-Board Terminal Blocks © 39530-0003 3 s.08mnm, jf ss00V ikea 2OMTS02 1.48 
@ 39530-0004 4 5.08mm 300V 18A 20M7303 1.76 
@ 39530-0005 5 5.08mm 300V 18A 20M7304 3.52 
@ 39530-0006 6 5.08mm 300V 18A 20M7305 2.96 
> CONTINUED > > CONTINUED > 


450 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


ESE SERIES 0.200” (5.08) EUROSTYLE® PLUGGABLE PC BOARD 
TERMINAL BLOCK PLUGS (CONT.) 


@ 39530-0008 8 5.08mm 300V 18A 
PIM_5207 


20M7307 2.22 


CONNECTORS & ACCESSORIES 
TERMINAL BLOCKS — EURO STYLE 


3.50mm MB SERIES EURO STYLE CAGE CLAMP TERMINAL BLOCKS 
(CONT.) 


MB Series printed circuit terminal blocks provide highly reliable screw connections on industrial printed circuit 
boards. MB series variants share a robust moving cage principle with a generously dimensioned insertion 
space for conductors up to 12 AWG. The flat base of the clamping unit ensures that even the thinnest 
connection leads can be clamped properly. When the clamping screw is turned, a clamping yoke rises in 
the component housing until the thread is firmly held between the current bar and clamping yoke. The stable 


2-SCREW TERMINAL STRIPS 2 design of the clamping parts allows the creation of gas-tight connections. This mean that the contact conditions 
mM olex can be kept stable over a long time even in aggressive atmospheres. MB series allows the terminal screw to 
be reliably held in place even in the case of vibrations. At the point of maximum permitted torque, the upper 
Soper thread-overlap of the yoke opens causing a locking action to be exerted on the screw. MB series terminal blocks 
sisisicivisisiahaisists Available meet the approvals of UL, CE and VDE. 
Prt \ Price Each 
weer siclahalaly Solis Iblis. 5.2 Wi Mfg. Part No. Bete Pitch Stock No. 199+ 
(eieseeer” ahaha aii Through Hole Right Angle, 26 AWG-16 AWG 
pecetecheehhehehchetel © MB332-350M02 2 3.5mm 04R6B63 0.14 
Se eee @ MB332-350M03 3 3.5mm 04R6864 = 
Closed-back stri be cut to size. Center-to-cent ing when installed end-to-end. Mounting hol SMB S22:S00M0E Q oom bit — 
ee ee ee es ecco i 30m | omneers [= 
series0.646H x 0.630"W (16.4 x 16.0) and VDE approved C-40 series 0.748H x 0.787’W (19.0 x 20.0) are PIM_147084 
UL rated 250Vrms commercial equipment/300Vrms general individual. VDE approved C-60 series 0.874H x 
0.944"W (22.5 x 24.0), UL rated: 600Vrms commercial equipment and general individual. 
aa PricoEach. 381mm EB25 & EBW SERIES EURO STYLE CAGE (ir) 
Mfg. Part No. Positions Voltage Current StockNo. |  1-9+ CLAMP TERMINAL BLOCKS multicomp 
22 AWG-12 AWG RoHS 
@ 39100-1802 2 600V 20A 83X8160 0.95 GeReinpen 
@ 39100-1803 3 600V 20A 83X8161 0.77 
@ 39100-1805 5 600V 20A 83X8163 0.79 
20 AWG-8 AWG 
@ 39100-2203 3 600V 40A 83X8205 1.01 
@ 39100-2204 4 600V 40A 83X8206 1.35 EBW. MB332 
@ 39100-2208 8 600V 40A 83X8210 4.30 ; 
@ 39100-2210 10 600V 40A 83X8212 3.17 EB25, MB362 
18 AWG-10 AWG ® Insulator: PAG6, rated UL94V-0 © Current rating: 12 Amax. per pole : 
@ 39100-2004 4 600V 30A 83X8184 1.27 © Operating voltage: 300 VAC max. 
@ 39100-2006 6 600V 30A 83X8186 1.57 No. of Price Each 
@ 39100-2010 10 600V 30A 83X8190 4.63 Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-99+ 
PIM_5190 Through Hole Right Angle, 30 AWG-16 AWG 
@ EB25-04-B-L 2 3.81mm 300V 12A 04R6746 = 
3.50mm MA SERIES EURO STYLE TERMINAL l a ee - —— —- — —— = 
ee mu icomp @ EB25-08-B-L 4 3.81mm 300V 12A 04R6748 — 
Geasinpian @ EBW-04-B 4 3.81mm 300V 12A 04R6724 0.53 
Available @ EB25-10-B-L 5 3.81mm 300V 12A 04R6749 = 
A” \Y us @ EB25-12-B-L 6 3.81mm 300V 12A 04R6750 = 
@ EBW-06-B 6 3.81mm 300V 12A 04R6725 = 
@ EBW-07-B 7 3.81mm 300V 12A 04R6726 = 
@ EB25-16-B-L 8 3.81mm 300V 12A 04R6751 2.60 
@ EBW-08-B 8 3.81mm 300V 12A 04R6727 1.80 
MA series wire-protection clamps provide precise, cost-effective, and compact wiring solutions. The simple @ EB25-18-B-L 9 3.81mm 300V 12A 04R6752 = 
ant conly ned gent piodies hier geleminber assonbles, Macotes alow egen ontecionsi,  SESWIED o__[ saimm [soov [1a | oarerze [ 
conductors up to 12 AWG without soldering. MA series utilize brass contacts for wire connection which allows @ EB25-20-B-L 10 3.81mm 300V 12A 04R6753 ae 
the product be maintenance free, vibration resistant, and offers outstanding corrosion resistance, and high @ EBW-10-B 10 3.81mm 300V 12 04R6729 = 
ea eed Te erate haere tele nema tees “enmzer | 1 | sam | on | A i 
individual conductor stands. MA series terminal blocks meet the approvals of UL, CE and VDE. @ EB25-24-B-L 12 3.81mm 300V 12A 04R6755 = 
No. of Price Each @ EBW-12-B 12 3.81mm 300V 12A 04R6730 —_ 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-99+ PIM_147097 
Through Hole Right Angle, 26 AWG-16 AWG 
@ MA212-350M02 2 3.5mm 300V 6A 04R6808 0.12 MA SERIES EURO STYLE TERMINAL RoHS _ (r) 
@ MA212-350M03 3 3.5mm 300V 6A 04R6809 0.98 BLOCKS come ie multicomp 
@ MA212-350M04 4 3.5mm 300V 6A 04R6810 0.24 
@ MA212-350M05 5 3.5mm 300V 6A 04R6811 eee 
@ MA212-350M06 6 3.5mm 300V 6A 04R6812 = 
PIM_147083 
3.50mm MB SERIES EURO STYLE CAGE CLAMP Cz) RASS Nass cites Ma a 
TERMINAL BLOCKS multicomp wasz2 ia 


RoHS _ 

Compliant 

Available 
cWANis 


> CONTINUED > 


1.800.463.9275 © newark.com 


MA series wire-protection clamps provide precise, cost-effective, and compact wiring solutions. The simple 
clamping mechanism reduces the product cost. The 2 & 3 pole modular designed terminal blocks can be quickly 
and easily joined together to produce higher pole number assemblies. MA series allow screw connections for 
conductors up to 12 AWG without soldering. MA series utilize brass contacts for wire connection which allows 
the product be maintenance free, vibration resistant, and offers outstanding corrosion resistance, and high 
reliability. When the clamping screw is tightened, it pushes the leaf spring onto the conductor until a secure 
connection is achieved. The leaf spring prevents the screw from the digging into the conductor and damaging 
individual conductor stands. 


> CONTINUED > 
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CONNECTORS & ACCESSORIES 
TERMINAL BLOCKS — EURO STYLE 


MA SERIES EURO STYLE TERMINAL BLOCKS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MB SERIES EURO STYLE TERMINAL BLOCKS (CONT.) 


No. of Price Each No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-249+ Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-249+ 
Through Hole Right Angle, 22 AWG-14 AWG, Right Angle PCB Euro Style Terminal Blocks - Through Hole Right Angle, 26 AWG-12 AWG 
2212 BING @ MiC24362 3 Smm | _300V 16A | 14N5688 0.75 
@ MA524-500M02 2 5mm 300 416A OARGESS a @ MB312-508M03 3 5.08mm e 7 04R6858 0.83 
© MAS24-500M03 3 5mm 300 16A OAR6839 0.14 @ MC24367 3 5.08mm | 300V T6A 14N5696 0.75 
@ MA524-500M04 4 Smm 300 AGA GARGS40 HS @ MC24368 4 5.08mm | 300V 716A 14N5697 1.00 
Through pia Angle, 22 AWG-14 AWG, Vertical PCB Euro Style Terminal Blocks - cUL & @ MC24363 5 5.08mm 300V 16A 14N5692 a 
TESTI: 5 san — TOA TREAD Ga @ MC24364 6 5.08mm 300V 16A 14N5693 1.50 
@ MA522-500M04 4 5mm 300V 16A 04R6831 = SCANS : comm: | - =s00V 6A ANS ESS LG 
@ MA522-500M05 5 5mm 300V 16A 04R6832 = pds 2 omm BARGES = 
@ MA522-500M06 6 5mm 300V 16A 04R6833 x Through Hole Right Angle, 26 AWG-14 AWG 
@asoo-a00N108 3 Fran aDOV 6a Taneaa = @ MB612-50802 2 5.08mm 300V 16A 04R6893 0.14 
mac 0nNes r sinh a00V 16h TREE = @ MB612-50803 3 5.08mm 300V 16A 04R6894 0.67 
sisezsore | 0am [anv [oom [oe ees ee ee oe 
Through Hole Right Angle, 24 AWG-16 AWG, Vertical PCB Euro Style Terminal Blocks - cUL & = 
VDE - 26-12 AWG @ MB612-50807 7 5.08mm 300V 16A 04R6898 0.39 
@ MC24356 2 5mm 250V 16A 14N5685 0.43 @ MB612-50808 8 5.08mm 300V 16A 04R6899 2.52 
Through Hole Right Angle, 26 AWG-12 AWG, Vertical PCB Euro Style Terminal Blocks - cUL & @ MB612-50810 10 5.08mm_| __ 300V 16A 04R6901 2.62 
VDE - 26-12 AWG PIM_120735 
@ MC24360 3 5.08mm 250V 16A 14N5686 0.14 
Through Hole Right Angle, 26 AWG-14 AWG, Vertical PCB Euro Style Terminal Blocks - cUL 
ye LAW gman ty rt EUROSTYLE PCB TERMINAL mul iicom 
@ MC24355 2 5mm 300V 15A 14N5684 = ; p 
@ Insulator: Polyamide 66 
@ MA331-500M03 3 5mm 300V 15A 04R6820 0.06 @ Color: Green Spite ot 
@ MA331-500M04 4 5mm 300V 15A 04R6821 pres @ Terminal: tin-plated brass Available 
@ MA331-500M05 5 5mm 300V 15A 04R6822 = 7 — Saeco Al 
@ MA331-500M06 6 5mm 300V 15A 04R6823 we @ Screw torque: 4.5 Ib-inch 
@ MA331-500M07 i 5mm 300V 15A 04R6824 2 ® Voltage rating: 300VAC 
@ MA331-500M08 8 5mm 300V 15A 04R6825 = ; reece nee ane 
@ MA331-500M09 9 5mm 300V 15A 04R6826 ea © Operating temperature: -40°C to 105°C 
@ MA331-500M10 10 5mm 300V 15A 04R6827 ae \ 
@ MA331-500M11 11 5mm 300V 15A 04R6828 Ee : 
No. of Price Each 
@ MAS31-500M12 7 5mm S00Y 15A CARG829 = Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-249+ 
PIM_120732 Through Hole Right Angle, 26 AWG-14 AWG 
@ MCTB-61C02 2 5mm 300V 16A 5417579 0.64 
MB SERIES EURO STYLE TERMINAL ote ait © @ MCTB-61C03 3 5mm 300V 16A 5477580 0.95 
BLOCKS Available multicomp @ MCTB-61C04 4 5mm 300V 16A 5477581 1.26 
: @ MCTB-61C05 5 5mm 300V 16A 5477582 1.58 
@ MCTB-61C06 6 5mm 300V 16A 5417583 = 
@ MCTB-61C07 7 5mm 300V 16A 5477584 = 
@ MCTB-61C08 8 5mm 300V 16A 5417585 1.35 
@ MCTB-61C09 9 5mm 300V 16A 5477586 = 
B20 MB312, MC24361-MC24368 @ MCTB-61C10 10 5mm 300V 16A 5417587 a 
MC24370-MC24373 EBV2 @ MCTB-61C11 11 5mm 300V 16A 5417588 = 
@ MCTB-61C12 12 5mm 300V 16A 5417589 aE 
(Gaso322 PIM_202195 
MB612 7.62MM PITCH EUROSTYLE PCB TERMINAL Ha 
BLOCK‘ 
Mee MB432 e sates Polyamide 66 mu icomp 


MBS32 


MB Series printed circuit terminal blocks provide highly reliable screw connections on industrial printed circuit 
boards. MB series variants share a robust moving cage principle with a generously dimensioned insertion space 
for conductors up to 12 AWG. The flat base of the clamping unit ensures that even the thinnest connection leads 
can be clamped properly. When the clamping screw is turned, a clamping yoke rises in the component housing 
until the thread is firmly held between the current bar and clamping yoke. The stable design of the clamping 
parts allows the creation of gas-tight connections. This mean that the contact conditions can be kept stable over 
a long time even in aggressive atmospheres. MB series allows the terminal screw to be reliably held in place 
even in the case of vibrations. At the point of maximum permitted torque, the upper thread-overlap of the yoke 
opens causing a locking action to be exerted on the screw. 


No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-249+ 
Through Hole 45°, 26 AWG-12 AWG 
@ MC24371 2 5.08mm 300V 16A 14N5700 0.20 
@ MC24372 3 5.08mm 300V 16A 14N5701 1.06 
Through Hole Right Angle, 24 AWG-12 AWG 
@ MB422-500MA02 2 5mm 300V 27A 04R6874 0.13 
@ MB422-508MA02 2 5.08mm 300V 27A 04R6879 0.74 
@ MB422-508MA03 3 5.08mm 300V 27A 04R6880 dedi 
@ MB422-508MA06 6 5.08mm 300V 27A 04R6883 1.43 
Through Hole Right Angle, 26 AWG-12 AWG 
@ MB312-500M02 2 5mm 2 ms 04R6852 0.55 
@ MC24361 2 5mm 300V 16A 14N5687 0.50 
@ MB312-508M02 2 5.08mm a e 04R6857 0.67 
@ MC24366 2 5.08mm 300V 16A 14N5695 0.50 
@ MB312-500M03 3 5mm a i 04R6853 0.56 
> CONTINUED > 
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© Color: Green 

® Terminal: tin-plated brass 

© Cage clamp: nickel-plated brass 
© Screw: M3 nickel-plated steel 

© Screw torque: 5.5 Ib-inch 
e 
e 
e 
e 


Gein : 
Compliant 
Available 
Voltage rating: 300VAC 
Current rating: 30A 


Wire range: 24 to 10 AWG 
Operating temperature: -40°C to 105°C 


No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-249+ 
Through Hole Right Angle, 24 AWG-10 AWG 
@ MCTB-92F02M 2 7.62mm 300V 30A 5477592 1.26 
@ MCTB-92F03M 3 7.62mm 300V 30A 5477593 1.57 
PIM_202219 
Custom Panel Meters — Call 800 859 1257 


Choose your own colors, text, and company logo 
Custom scale, range and pointer types 
Analog/Digital Meters, Sensors, Controllers and more 


Email panelmeters@newark.com 


PIM_5624808 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CONNECTORS & ACCESSORIES 
TERMINAL BLOCKS — EURO STYLE 


3.5MM PITCH PLUGGABLE TERMINAL BLOCK © 5MM, 5.08MM, AND 7.62MM PITCH PLUGGABLE RIGHT-ANGLE TERMINAL 
PCB HEADERS multicomp = 2L0cks cont) 
RoHS No. of Price Each 
Gee simpiat Mfg. Part No. Positions Pitch Voltage Current | Stock No. 1-249+ 
© 24 AWG-12 AWG 
AL @ MC24379 2 5.08mm 300V 16A 14N5708 1.19 
@ EBH-03-C 3 5mm 250V 15A 04R6689 1.37 
@ MC200-50003 3 5mm 300V 16A 04R6907 ax 
ies @ MC210-50003 3 5mm 300V 16A 04R6928 we 
Right-Angle @ MCTC-10C03 3 5.08mm 300V 16A 14N5709 1.46 
e Vertical or right-angle © Solder pin: 0.8mm tin-plated brass @ MC24376 4 5mm 300V 16A 14N5705 1.94 
ee ad ee rg @ MC200-50004 4 5mm 300V 16A__ | _04R6908 = 
e Insulator: Polyamide 66 PCB hole diameter: 1.3mm @ MC210-50004 4 5mm 300Vv 16A 04R6929 a 
® Color: Green © Operating temperature: -40°C to 105°C @ MC24381 4 5.08mm 300V 16A 14N5710 1.94 
No. of Price Each @ MC 24377 5 5mm 300V 16A 14N5706 0.91 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-249+ @ MC200-50005 5 5mm 300V 16A 04R6909 eee 
Header, Through Hole Right Angle @ MC210-50005 5 5mm 300V 16A 04R6930 = 
@ MCTE-03A02 2 3.5mm 150V 12A 5477641 0.41 @ MCTC-10D05 5 5.08mm 300V 16A 5477600 2.05 
@ MCTE-03A03 3 3.5mm 150V 12A 5477642 0.91 @ MC24378 6 5mm 300V 16A 14N5707 = 
@ MCTE-03A04 4 3.5mm 150V 12A 5477643 = @ MC200-50006 6 5mm 300V 16A 04R6910 = 
@ MCTE-03A05 5 3.5mm 150V 12A 5477644 1.03 @ MC210-50006 6 5mm 300V 16A 04R6931 = 
@ MCTE-03A06 6 3.5mm 150V 12A 5477645 0.32 @ MCTC-10D06 6 5.08mm 300V 16A 5477601 3.50 
@ MCTE-03A07 7 3.5mm 150V 12A 5417646 = @ MC200-50007 7 5mm 300V 16A 04R6911 ae 
@ MCTE-03A08 8 3.5mm 150V 12A 5477647 = @ MCTC-10C07 7 5mm 300V 16A 5477594 we 
@ MCTE-03A09 9 3.5mm 150V 12A 5477648 _ @ MCTC-10D07 7 508mm 300V 16A 5477602 2.87 
@ MCTE-03A10 10 3.5mm 150V 12A 5477649 2.13 @ MC200-50008 8 5mm 300V 16A 04R6912 = 
@ MCTE-03A11 11 3.5mm 150V 12A 5417650 = @ MCTC-10C08 8 5mm 300V 16A 5477595 — 
@ MCTE-03A12 12 3.5mm 150V 12A 5477651 = @ MCTC-10D08 8 5.08mm 300V 16A 5477603 3.28 
@ MCTC-10C09 9 5mm 300V 16A 5477596 we 
@ MCTE-04A02 2 3.5mm 150V 12A 5417667 = @ MCTC-10D09 9 5.08mm 300V 16A 5477604 wa 
@ MCTE-04A03 3 3.5mm 150V 12A 5477668 = @ MCTC-21D09 9 508mm 300V 16A 5477613 ae 
@ MCTE-04A04 4 3.5mm 150V 12A 5477669 0.10 @ MC200-50010 10 5mm 300V 16A 04R6914 ae 
@ MCTE-04A05 5 3.5mm 150V 12A 5417670 = @ MCTC-10C10 10 5mm 300V 16A 5417597 0.46 
@ MCTE-04A06 6 3.5mm 150V 12A 5477671 = @ MCTC-10D10 10 5.08mm 300V 16A 5477605 1.02 
@ MCTE-04A07 7 3.5mm 150V 12A 5417672 = @ MCTC-10C11 11 5mm 300V 16A 5477598 0.51 
@ MCTE-04A08 8 3.5mm 150V 12A 5417673 = @ MCTC-20C11 11 5mm 300V 16A 5477611 ae 
@ MCTE-04A09 9 3.5mm 150V 12A 5477674 0.48 @ MCTC-21C11 11 5mm 300V 16A 5477612 wy 
@ MCTE-04A10 10 3.5mm 150V 12A 5417675 = @ MCTC-10D11 11 5.08mm 300V 16A 5477606 ww 
@ MCTE-04A11 11 3.5mm 150V 12A 547676 = @ MC200-50012 12 5mm 300V 16A 04R6915 a 
@ MCTE-04A12 12 3.5mm 150V 12A 5417677 = @ MCTC-10C12 12 5mm 300V 16A 5477599 4.08 
PIM_202203 @ MCTC-10D12 12 5.08mm 300V 16A 5477607 4.08 
24 AWG-14 AWG 
5MM, 5.08MM, AND 7.62MM PITCH PLUGGABLE (r) @ MC200-50802 2 5.08mm 300V 16A 04R6916 = 
RIGHT-ANGLE TERMINAL BLOCKS multicomp @ MCTC-10F02 2 7.62mm 300V 15A 5477608 = 
@ MC200-50803 3 5.08mm 300V 16A 04R6917 wy 
@ MC310-50803 3 5.08mm 300V 16A 04R6962 2.02 
@ MC200-50804 4 5.08mm 300V 16A 04R6918 we 
@ MCTC-10F04 4 7.62mm 300V 15A 5477609 = 
MC24374-MC24381, MCTC @ MC200-50805 5 5.08mm 300V 16A 04R6919 = 
@ MC200-50806 6 5.08mm 300V 16A 04R6920 = 
MC200, MCTC-20 MC210, MCTC-21 M310 SMCTEIOFIG 6 /eeium ey as SZ — 
© Pitch: 5mm, 5.08mm or 7.62mm Ib-inch (7.62mm) Gee simpian MCZUSUB0T ce LE ae eee = 
© Insulator: Polyamide 66 © Voltage rating: 300VAC GeR pie @ MC200-50808 8 5.08mm 300V 16A 04R6922 BOD. 
: Ome card eae ° cue bee : ve (5mm, AL @ MC200-50809 9 5.08mm 300V 16A 04R6923 a 
pore inate ives as ° eae. ole Lane (5mm, SMC 2008 i Ooms | «= S00V is WARGS2S uE2B 
© Screw: M3 zinc-plated steel 5.08mm); 24 to 14 AWG (7.62mm) @ MC200-50812 12 5.08mm_|__300V 16A 04R6926 = 
© Screw torque: 7 Ib-inch (6mm, 5.08mm); 4.5 © Operating temperature: -40°C to 105°C @ MC210-50802 2 5.08mm 300V 16A 04R6937 con 
No. of Price Each @ MC210-50803 3 5.08mm 300V 16A 04R6938 ee 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-249+ @ MC210-50804 4 5.08mm 300V 16A 04R6939 es 
30 AWG-16 AWG @ MC210-50805 5 5.08mm 300V 16A 04R6940 = 
@ MC310-50004 4 5mm 300V 8A 04R6958 = @ MC210-50806 6 5.08mm 300V 16A 04R6941 = 
@ MC310-50804 4 5.08mm 300V 8A 04R6963 _ @ MC210-50807 7 5.08mm 300V 16A 04R6942 ms 
@ MC310-50005 5 5mm 300V 8A 04R6959 = @ MC210-50808 8 5.08mm 300V 16A 04R6943 = 
@ MC310-50805 5 5.08mm 300V 8A 04R6964 = PIM 120736 
@ MC310-50006 6 5mm 300V 8A 04R6960 = eee 
© MC310-50806 6 5.08mm_ | _300V ial CaREBES Be INSULATED SCREWDRIVERS FOR TERMINAL 
@ MC310-50007 7 5mm 300V 8A 04R6961 EE BLOCKS D URATOOL 
@ MC310-50807 7 5.08mm 300V 8A 04R6966 ae 
@ MC310-50810 10 5.08mm 300V 8A 04R6969 = Gop eimpian 
@ MC310-50812 12 5.08mm 300V 8A 04R6971 2.40 E . ee Available 
24 AWG-12 AWG C € 
@ MC24374 2 5mm 300V 16A 14N5703 hale ; ; , oo , 
@ uczosrea_[ 2 |S [aan [ th [oepos [== San bce Caicedo set Scanian nen a an esp on a 
@ MC210-50002 2 5mm 300V 16A 04R6927 a 
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INSULATED SCREWDRIVERS FOR TERMINAL BLOCKS (CONT.) 862 SERIES CHASSIS MOUNT TERMINAL BLOCKS we co 
Tip Blade Overall Price Each (AGe 
Mfg. Part No. Size Length Length Stock No. 1-4+ © 
@ SPC11014 2.5mm 80mm 140mm 3107097 = AY @ 
@ SPC11015 3.0 mm 100mm 176mm 31C7098 29.94 GeBicre fa 
omplian' 
@ SPC11016 3.5 mm 100mm 176mm 31€7099 31.36 Available 
PIM_68727 
804 AND 805 SERIES PCB TERMINAL BLOCKS WITH WAG 
INTEGRATED PUSHBUTTON ae Chassis-mount terminal strips feature convenient pushbutton-operated CAGE CLAMP® spring pressure wiring 
RoHS | technology. Rated 600V/5A, 300V/20A. Accept 20-12 AWG wire. Insulation housing: polyamide 6.6 to UL94V-0 
complet (rated 105° C). 2 conductors per pole. Current bar is lead-free tin-plated copper alloy. Clamp is stainless steel. 
= \} No. of Price Each 
Mfg. Part No. Positions Voltage Current Stock No. 1-24+ 
20 AWG-12 AWG 
@ 862-552 2 500V 32A 79K2253 1.89 
@ 862-503 3 500V 32A 79K2250 2its 
@ 862-504 4 500V 32A 79K2251 3.66 
804 series @ 862-505 5 500V 32A 79K2252 4.31 
805 series PIM_84747 


804 and 805 series PCB terminal blocks feature low profile side entry with an integrated pushbutton operator. 

Solid, ferruled, or prepared conductors can be simply pushed in to terminate. For stranded conductors, first 

depress the pushbutton to open the spring. For release of any conductor, depress pushbutton. Cage Clamp® LM SERIES 3.5mm SCREW CLAMP SINGLE-LEVEL Weidmiiller ye 

‘S’ termination technology provides fast, vibration-proof, and reliable connections that are maintenance-free. AND DOUBLE-LEVEL TERMINAL BLOCKS 

Staggered pin alignment increases stability on PCB and maximizes creepage/clearance distances for increased RoHS 

voltage ratings. Additional pole configurations available; go online or call. Gee tinpian 
vailable 


Price Each 
Mfg. Part No. ae Pitch Voltage Current Stock No. 1-24+ fe 
Through Hole Right Angle, 22 AWG-12 AWG 
@ 804-102 2 5mm 320V 24A 29K5375 1.08 12.8 
@ 804-103 3 5mm 320V 24A 29K5376 2.45 
@ 804-104 4 5mm 320V 24A 29K5377 2.01 
@ 804-105 5 5mm 320V 24A 29K5378 3.63 
@ 804-106 6 5mm 320V 24A 29K5379 4.37 90° Single 90° Single 136° Single 
Through Hole Right Angle, 24 AWG-16 AWG @ Low Profile Design © Can Be Dovetailed Together 
@ 805-102 2 3.5mm 320V 17.5A 58R3764 0.97 @ Small 3.5mm Pitch 
@ 805-103 3 3.5mm 320V 17.5A 58R3765 1.54 Features a gastight, vibration-resistan clamping yoke wire termination. Small 3.5mm pitch and low profile make 
05-104 | som|— sv — | 76h feelin loci ery apaon where spac savy cas. 2 ae ce eis or 
@ 805-105 5 3.5mm 320V 17.5A 58R3767 2.62 Color: black. Also available in orange; go online or call. 
@ 805-106 6 3.5mm 320V 17.5A 5478010 3.10 No. of Price Each 
PIM_164500 Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-9+ 
Through Hole 135°, 22 AWG-14 AWG 
2716 AND 2706 SERIES LEVER- W &=w pS izeoree 2} Senn | |} SS 
OPERATED PCB TERMINAL BLOCKS Available JAG @ 1715050000 3 3.5mm 300V 10A 18M9778 2.25 
Through Hole Right Angle, 22 AWG-14 AWG 
. a x @ 1699670000 2 3.5mm 300V 10A 10B8363 0.89 
eS @ 1699680000 3 3.5mm 300V 10A 17M8360 eos) 
@ 996772 6 3.5mm 300V 10A 17M8656 1.99 
PIM_31978 
2716-20x 2706-30x 
2116-10x 2706-10x LM SERIES 5.00/5.08mm MULTILEVEL SCREW Weidmiiller 2 
2716 and 2706 series PCB-mount terminal blocks feature the industry's only lever-operated Cage Clamp® CLAMP TERMINAL BLOCKS 
termination design for tool-free, maintenance-free termination of conductors 20-6AWG. Simple and efficient, the RoHS 
integrated lever minimizes operator strain and wiring times while reducing torque exerted on PCB's. 2716 series 10 21.6 Soper 
configurations include 10mm and 15mm pitches in 2-5 poles without jumper slots. 2706 series configurations Available 
include 7.5mm and 12.5mm pitches in 2-5 poles without jumper slots. Both series contain an integrated test port 
for easy probe access with direct contact to the current bar for accurate, hands-free troubleshooting. Other pole iy 
configurations either with or without jumper slots for commoning are available; go online or call. A Lee 
No. of Price Each 25.24 || | 
Mfg. Part No. Positions Voltage Current Stock No. 1-24+ 4 
Through Hole Right Angle, 16 AWG-6 AWG (| 
@ 2716-202 2 1kV 76A 08R6507 7.03 I 
@ 2716-102 2 320V 76A 10R0353 6.71 90° Single 40° Single ae iDeubis 
© 2716-103 3 320V 76A 10R0354 9.68 @ Single-, Double-, and Triple-Level Blocks @ Low-Profile Design 
@ 2716-204 4 1kV 76A 10R0367 13.64 © 90°, 135°, 180° Wire Orientations 
@ 2716-104 4 320V 76A 10R0355 12.93 Features a gastight, vibration-resistant clamping yoke wire termination. Low-profile terminal blocks are ideal for 
07716205 5 | 7h RR picts re sear covgcia. Datl ad teioe orks ident aplctns, 2-ad 
@ 2716-105 5 320V 76A 10R0356 16.13 at 300V, 10A. Color: black. Also available in orange; go online or call. 
@ 2716-256 6 1kV 76A 10R0376 16.51 No. of Price Each 
Price Each Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-9+ 
Mfg. Part No. Description Stock No. 1-1-24+ Through Hole 135°, 24 AWG-12 AWG 
@ 745-632 Jumper (Busbar),2 Positions, 15 mm, 2716-25x Series 29K3846 0.58 @ 1716060000 2 5.08mm 300V 10A 10B8708 0.41 
@ 745-635 Jumper (Busbar),5 Positions, 15 mm, 2716-25x Series 29K3849 1.99 Through Hole 135°, 26 AWG-14 AWG 
PIM_148492 @ 9994610000 10 5.08mm 630V 17.5A 4479220 4.08 
Through Hole Right Angle, 24 AWG-12 AWG 
@ 1715250000 2 5mm 300V 10A 26M8343 0.87 
@ 1716020000 2 5.08mm 300V 10A 27M2953 0.87 
@ 1715260000 3 5mm 300V 10A 10B8699 0.63 
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LM SERIES 5.00/5.08mm MULTILEVEL SCREW CLAMP TERMINAL BLOCKS 
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CONNECTORS & ACCESSORIES 
TERMINAL BLOCKS — EURO STYLE 


8142 SERIES 2-PC. PC BOARD DISCONNECT TERMINAL BLOCKS (CONT.) 


Solderable connector strip for 0.197” (5.00) spacing allows connection and disconnection of up to 24 poles to 
and from printed circuit boards in one simple plugging operation; go online or call for pole sizes not listed. Wires 


No. of | Price Each connected to flush-mounted strip by screws having wire protection spring. Two connector pins available: 1.3mm 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-9+ diameter above board and 1.0mm diameter below board or 1.3mm diameter above board and 1.3mm diameter 
Through Hole Right Angle, 24 AWG-12 AWG below board. 1.0mm pin strips are compatible with either through-hole or reflow solder processes. Tin-plated 
e rionono [S| Stim | Sa7—[ oh [TTT Tmen® Sgt mac. Pe an el a dered gh Twos a an veal: pee al 
© 999392 4 5.08mm 300V 10A 14M6881 = Marked parts also available; go online or call. 
@ 1769090000 6 §.08mm 300V 10A 34C6859 evi No. of Price Each 
Through Hole Right Angle, 24 AWG-14 AWG Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ 
@ 9993320000 6 5mm 300V 10A 11B2186 88) 22 AWG-12 AWG 
© 999394 8 smm 300V 10A 146882 _ @ 25.602.2253.0 2 5mm 300V 15A 95F5996 0.92 
© 999396 8 5.08mm 300V 10A 17M8662 = @ 25.602.2353.0 3 5mm 300V 15A 12M6710 1.09 
© 999398 10 5.08mm 300V 10A 1182252 dedi @ 25.602.2453.0 4 5mm 300V 15A 95F5998 1.64 
PIM_31979 @ 25.602.2553.0 5 5mm 300V 15A 95F5999 2.05 
@ 25.602.2653.0 6 5mm 300V 15A 95F6000 2.75 
PM SERIES 5.08mm LEAF SPRING SCREW CLAMP Woajdmiifler S&  2.25802.28550 E gmm | 300V 156A | 95F6002 | 3.28 
TERMINAL BLOCKS @ 25.602.3053.0 10 5mm 300V 15A 95F6004 4.59 
RoHS | @ 25.602.3253.0 12 5mm 300V 15A 95F6006 5.50 
Se rnin © 25.602.3453.0 14 mm | 300V 15A 95F6007 573 
@ 25.600.3553.0 15 5mm 300V 15A 99F6597 8.82 
PIM_5205 
Terminal Block Headers & Sockets 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current StockNo. | 1-9% _ 
@ 25.530.5025.0 20 5mm 84K4519 3.55 
© For Commercial Applications © Can Be Dovetailed Together Header 
ee eee ee erene sania | a [am soe arr 
go online or call. Header, Through Hole Vertical 
Nia. of BrCeESch © 25.530.3225.0 2 5mm 300V 15A 50F3577 0.40 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-9+ @ 25.530.3325.0 3 5mm 250V 8A 50F3578 0.48 
Through Hole Right Angle, 24 AWG-14 AWG, Black @ 25.530.0425.0 4 5mm 300V 15A 59K9210 1.04 
@ 1760510000 2 5.08mm 300V 16A 14C0195 0.53 @ 25.530.3425.0 4 5mm 300V 15A 59K9214 0.71 
@ 1760520000 3 5.08mm 300V 16A 26M8349 0.79 @ 25.530.3525.0 5 5mm 300V 15A 50F3580 0.89 
Through Hole Right Angle, 24 AWG-14 AWG, Orange @ 25.530.3625.0 6 5mm 300V 15A 59K9215 1.07 
@ 1760490000 2 5.08mm 300V 16A 18M9779 0.53 @ 25.530.3725.0 7 5mm 300V 15A 50F3582 1.25 
@ 1760500000 3 5.08mm 300V 16A 92B0718 0.79 @ 25.530.0825.0 8 5mm 300V 15A 59K9212 0.81 
pido © 25.530.3825.0 8 5mm 300V 15A 59K9216 0.97 
@ 25.530.3925.0 9 5mm 300V 15A 50F3584 1.60 
@ 25.530.4025.0 10 5mm 300V 15A 50F3585 1.99 
MK SERIES DIRECT Weidmiiller = 553041250 1 mm 300V 715A 95F6014 1.95 
MOUNT TERMINAL STRIPS 
@ 25.530.4225.0 12 5mm 300V 15A 59K9217 2.13 
Oe A G PIM_5518466 
Some 5MM AND 5.08MM MODULAR PC BOARD = 
ane oy vailable i ~ .- 
MKos TERMINAL BLOCKS vs wieland 
(0620120000) . 


MK3/12 
(24356) 


Direct mount terminal strips provide space-saving termination for basic feed-through applications. Use modified 
box clamp system, where a moving shield plate compresses wire against current bar. Material: polyamide. Mfg. 
part no. 24356 ratings: UL recognized 300V/20A, 22-12 AWG; CSA certified 300V/25A, 22-12 AWG. Mfg. part 
no. 0620120000 ratings: UL recognized 300V/30A, 22-10 AWG; CSA certified 300V/40A, 22-12 AWG; VDE 
approved 690V/41A, 6mm2. 


No. of Price Each 
Mfg. Part No. Positions Stock No. [19+ 
22 AWG-12 AWG 
@ 24356 12 90F7917 aes 
@ 0620120000 6 70M7824 21.28 


PIM_5246 


8142 SERIES 2-PC. PC BOARD DISCONNECT 
TERMINAL BLOCKS 


s wieland 


RoHS | 

Compliant 

Available 
.14(3.5) 
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Terminal Block 
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RoHS — 

Compliant 

Available 
WE 


© 300V, 30A, 12AWG 
@ 2-24 pole configurations 


® Marked or unmarked 


All can be interlocked to form different configurations. Fully enclosed parts, nickel-plated brass cage clamps, 
test point provisions. Field rated a 300V, 20A. Made of polyamide 6.6 UL94V-0 rated material. Available with or 
without insulating plate, with or without fixing bolt. For versions not listed below; go online or call . 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current StockNo. | 1-9+ 
Through Hole Right Angle, 22 AWG-12 AWG 
@ 25.161.0253.0 2 Smm 300V 30A 59K9242 0.47 
@ 25.163.0253.0 2 5.08mm 300V 30A 59K9245 1.19 
@ 25.161.0353.0 3 5mm 300V 30A 60K7102 1.79 
@ 25.163.0353.0 3 5.08mm 300V 30A 59K9246 1.42 
@ 25.161.0453.0 4 Smm 300V 30A 59K9243 2.13 
@ 25.163.0453.0 4 5.08mm 300V 30A 59K9247 2.13 
@ 25.161.0653.0 6 Smm 300V 30A 59K9244 3.12 
@ 25.163.0653.0 6 5.08mm 300V 30A 40B8789 3.19 
@ 25.161.0853.0 8 5mm 300V 30A 40B8658 = 
@ 25.163.0853.0 8 5.08mm 300V 30A 60K7103 4.26 
@ 25.161.1053.0 10 5mm 300V 30A 58K2928 5.32 
@ 25.163.1053.0 10 5.08mm 300V 30A 59K9248 5.32 
@ 25.163.1253.0 12 5.08mm 300V 30A 59K9249 6.38 
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TERMINAL BLOCKS — EURO STYLE 


5MM AND 5.08MM MODULAR PC BOARD TERMINAL BLOCKS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


DIVISIBLE EUROPA STRIPS (CONT.) 


No. of | Price Each No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-9+ Mfg. Part No. Positions Voltage Current Stock No. 1-24+ 
Through Hole Vertical, 22 AWG-12 AWG 22 AWG-14 AWG 
@ 25.163.3253.0 2 5.08mm 300V 25A 59K9250 2.52 @ 21.311.1053.0 10 300V 20A 31F2415 6.68 
@ 25.163.3353.0 3 5.08mm 300V 25A 59K9251 3.78 @ 21.311.1253.0 12 300V 20A 01M9998 UE 
PIM_5236 22 AWG-16 AWG 
@ 21.305.0257.0 2 250V 10A 7377902 Les) 
= . @ 21.305.0357.0 3 250V 10A 7377903 1.25 
COMPACT TERMINAL STRIPS <M Wieland 22050070 4 250V 10A 7317904 1.67 
~ RoHS _ @ 21.305.0557.0 5 250V 10A 7317905 2.09 
Gee tinoiat @ 21.305.0657.0 6 250V 10A 7377906 4.00 
@ 21.305.0857.0 8 250V 10A 7317907 3.25 
@ 21.305.0957.0 9 250V 10A 7377908 5.98 
@ 21.305.1257.0 12 250V 10A 7377910 7.77 
20 AWG-14 AWG 
@ 21.313.0353.0 3 250V 20A 01M9999 1.17 
Extremely compact terminal strips for panel and surface mounting. Polyamide 6 insulating body with nickel- © 21.313.0453.0 4 250V 20A 28M19353 155 
plated connectors, supplied with self-locking screws to prevent loosening of contacts. Phosphor bronze wire 
guards. Zinc-plated steel clamping screws. Metal parts enclosed or recessed for safety. Rated: 250V, 20A, 22-12 @ 21.313.0653.0 6 250V 20A 02M0001 2.33 
AWG maximum. UL recognized, CSA certified, VDE approved 0110 Gr. C. @ 21.313.1053.0 10 250V 20A 83F7651 4.46 
No. of Price Each @ 21.313.1253.0 12 250V 20A 02M0003 25 
Mfg. Part No. Positions Voltage Current StockNo. | 1-24+ _ 5 
Price Each 
22 AWG-12 AWG Mfg. Part No. Description Stock No. | 4-1-24 
SA 1 0So f al ae Sires sy B35 © 07.470.1280 | Terminal Block Spacer, For Use With 10EDS Series Terminal| 68K2595 | 0.41 
@ 29.401.0653.0 6 250V 20A 02M0115 8.34 Blocks 
@ 29.401.0853.0 8 250V 20A 31F2439 10.45 @ 07.473.1280.0 | Terminal Block Spacer, For Use With 20EDS Series Terminal | 59K9233 2.49 
@ 29.401.1253.0 12 250V 20A 31F2440 14.67 Blocks 
@ 29.401.1653.0 16 250V 20A 02M0116 18.22 PIM 3228 
@ 29.401.2053.0 20 250V 20A 02M0117 22.24 
PIM_5231 FRONT STYLE PLUGGABLE TERMINAL BLOCKS TE 
DIVISIBLE EUROPA STRIPS 


vs wieland 


da, Bie 
aN oan Available 
aig WG 

SP 


@ Phosphor bronze wire guard 
@ Polyamide 6 insulation 
@ Nickel-plated connectors 


® Zinc-plated clamping screws 
© Captive screws 


Strips feature phosphor bronze wire guard between screw and conductor for protection against damage. 
Polyamide 6 insulation body is easily cut with a knife or saw. To double voltage performance to 600V from 
300V order spacers separately below. The 4E/4EDS series features a flammability protection rating according 
to standard EN 60335-1, and UL 746 C, 6th edition, section 73 and able to withstand the required 750°C glow 
wire tests. 6EHDS series offers a 600V rating without requiring a spacer. Other sizes available; go online or call. 
SPACERS FOR TERMINAL STRIPS 
Increase 300V strips to 600V. Comes with 12 poles. Cut to required length. 
No. of Price Each 
Mfg. Part No. Positions Voltage Current StockNo. | 1-24 _ 
22 AWG-6 AWG 
@ 21.341.3353.0 3 500V 57A 94F8082 8.24 
@ 21.341.3453.0 4 500V 57A 02M0011 2.98 
@ 21.341.3853.0 8 500V 57A 30M8005 20.77 
@ 21.341.4053.0 10 500V 57A 02M0012 25.83 
@ 21.341.4253.0 12 500V 57A 02M0013 29.80 
22 AWG-10 AWG 
@ 21.341.5453.0 4 500V 57A 31F2429 9.18 
@ 21.341.5653.0 6 500V 57A 02M0014 4.67 
@ 21.341.6053.0 10 500V 57A 02M0016 22.29 
@ 21.341.6253.0 12 500V 57A 31F2436 26.14 
22 AWG-12 AWG 
@ 21.331.5353.0 3 500V 32A 02M0004 BHD. 
@ 21.331.5453.0 4 500V 32A 02M0005 Bei) 
@ 21.331.5653.0 6 500V 32A 02M0006 6.01 
@ 21.331.5853.0 8 500V 32A 02M0007 5.90 
@ 21.331.5953.0 9 500V 32A 02M0008 8.34 
@ 21.331.6053.0 10 500V 32A 02M0009 9.90 
22 AWG-14 AWG 
@ 21.311.0353.0 3 300V 20A 01M9994 2.00 
@ 21.311.0453.0 4 300V 20A 19P1847 2.66 
@ 21.311.0553.0 5 300V 20A 12M6699 3.34 
@ 21.311.0653.0 6 300V 20A 01M9996 4.00 
@ 21.311.0853.0 8 300V 20A 01M9997 5.34 
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AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


® Voltage Rating: 300 Volts © Operating temp: -40° to +105° C 
© Current Rating: 16A @ UL94V-0 
© Wire range: 24-14 AWG ® Zinc plated steel screws 
© Screw torque: 4.5 in-Ibs 
The key feature of the front style terminal block plug is that the wire entry cavity and the activating screw head 
are on the same plane which is parallel to the plug in direction. These plugs in particular are being released 
with 5.0mm and 5.08mm centerline spacing and will mate to industry standard vertical and right angle headers. 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current StockNo. | 1-244 _ 
24 AWG-14 AWG, 5.08 mm Front Style Pluggable Terminal Blocks 
@ 1986484-2 2 5.08mm 300V 16A 78R5927 1.19 
@ 1986484-3 3 5.08mm 300V 16A 78R5928 = 
@ 1986484-4 4 5.08mm 300V 16A 78R5929 3.84 
@ 1986484-5 5 5.08mm 300V 16A 78R5930 4.36 
@ 1986484-6 6 5.08mm 300V 16A 78R5931 5.22 
@ 1986484-7 7 5.08mm 300V 16A 78R5932 6.10 
@ 1986484-8 8 5.08mm 300V 16A 78R5933 9.24 
@ 1986484-9 9 5.08mm 300V 16A 78R5934 10.39 
@ 1-1986484-0 10 5.08mm 300V 16A 78R5916 13.36 
@ 1-1986484-1 1 5.08mm 300V 16A 78R5917 a 
@ 1-1986484-2 12 5.08mm 300V 16A 78R5918 13.78 
24 AWG-14 AWG, 5.00 mm Front Style Pluggable Terminal Blocks 
@ 1986300-2 2 5mm 300V 16A 78R5919 eee 
@ 1986300-3 3 5mm 300V 16A 78R5920 1.70 
@ 1986300-4 4 Smm 300V 16A 78R5921 3.85 
@ 1986300-5 5 5mm 300V 16A 78R5922 — 
@ 1986300-6 6 5mm 300V 16A 78R5923 = 
@ 1986300-7 ud 5mm 300V 16A 78R5924 = 
@ 1986300-8 8 5mm 300V 16A 78R5925 a 
@ 1986300-9 9 5mm 300V 16A 78R5926 = 
@ 1-1986300-0 10 5mm 300V 16A 78R5913 = 
@ 1-1986300-1 1 5mm 300V 16A 78R5914 = 
@ 1-1986300-2 12 5mm 300V 16A 78R5915 aa 


PIM_178528 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CRIMP STYLE TERMINAL BLOCKS 


ys 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


© End to end stackable 
@ UL 15 Amps, 300 Volts 


@ 5.08mm pin spacing 
@ Mates with industry standard open and closed 
ended headers 


Terminal Block plug that utilizes an insertable crimp snap style contact for wire termination. This 5.08mm 


plug will mate to standard terminal block PCB headers. Applications include higher volume wire termination 
requirements are combined with the desire to use a two piece pluggable Eurostyle terminal block. Typically 
wiring will be done in factory rather than in the field. 
No. of Price Each 
Mfg. Part No. Positions Pitch Stock No. 1-9+ 
@ 1986160-2 2 5.08mm 07R7990 0.83 
@ 1986160-3 3 5.08mm 07R7991 0.55 
@ 1986160-4 4 5.08mm 07R7992 5 
@ 1986160-5 5 5.08mm 07R7993 0.94 
@ 1986160-6 6 5.08mm 07R7994 = 
PIM_147437 
Rectangular Power Contacts 
Contact Contact AWG AWG Price Each 
Mfg. Part No. Material Plating Min Max Stock No. 1-9+ 
Socket, Crimp, 
@ 965902-1 | Copper Alloy | Silver Plated Contacts | 20AWG | 17AWG | 73P4803 ms 
PIM_5511488 


3.5MM SPRING TYPE FLUSH MOUNT PLUG W/ HEADERS 


) | 
Pluggable Terminal Blocks 


Standard 7mm Post Header 10.6mm Post Mating Header 


Benefits compatible materials 
© Screwless design allows for improved performance © Customizable material allows for alternative colors 
with superior wire retention in high vibration upon request 


ne 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


applications © Quality assured due to 100% visual inspection 
@ Sustainable advantage by quick service or Target Markets 

change over @ Automation and drives technology 
@ Flexibility with two headers styles available for © Control boxes for HVAC and thermostats 

various types of system designs © Controls for TV or radio production 
© Automated process capable due to reflow @ Signal Controls 

No. of Price Each 

Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ 
20 AWG-16 AWG 
@ 1986716-2 2 3.5mm 150V 2A 79T9286 2.63 
@ 1986716-3 3 3.5mm 150V 2A 7979287 eB 
@ 1986716-4 4 3.5mm 150V 2A 7979288 1.73 
@ 1986716-5 5 3.5mm 150V 2A 79T9289 ee 
@ 1986716-6 6 3.5mm 150V 2A 7979290 = 
@ 1986716-7 7 3.5mm 150V 2A 7979291 = 
@ 1986716-8 8 3.5mm 150V 2A 7979292 J 


PIM_200542 


Board-to-Board 


No. of Price Each 

Mfg. Part No. Contacts Pitch Rows Stock No. [1-24 
Header - Through Hole - Mating Header 
@ 1986718-2 2 3.5mm 1 7979300 is 
@ 1986718-3 3 3.5mm 1 7979301 2s 
@ 1986718-4 4 3.5mm 1 7979302 = 
@ 1986718-5 5 3.5mm 1 7979303 = 
@ 1986718-6 6 3.5mm 1 7979304 es 
@ 1986718-7 7 3.5mm 1 7979305 es 
@ 1986718-8 8 3.5mm 1 7979306 2.10 
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Board-to-Board (CONT.) 


No. of Price Each 
Mfg. Part No. Contacts Pitch Rows Stock No. [1-244 

Header - Through Hole - Post Header 

@ 1986717-2 2 3.5mm 1 7979293 0.37 
@ 1986717-3 3 3.5mm 1 7979294 = 

@ 1986717-4 4 3.5mm 1 7979295 0.93 
@ 1986717-5 5 3.5mm 1 7979296 — 

@ 1986717-6 6 3.5mm 1 7979297 1.40 
@ 1986717-7 7 3.5mm 1 7979298 = 

@ 1986717-8 8 3.5mm 1 7979299 0.49 

PIM_5511631 


15MM POWER CONNECTOR TERMINAL BLOCKS 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


1986715 


1986714 
1986713 
@ 15mm pitch spacing © Operating voltage rating: 600VDC 
@ Polyamide housing © Current rating: 130A for field wiring, 135A for 
@ M5, Nickel plated steel screw factory wiring 
® Tin plated steel clamp © Operating temperature range: -40°C to 110°C 
© 20-1 AWG 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ 
Through Hole Right Angle, 20 AWG-1 AWG, Solderable Double Pin - Mounting Flange 
@ 1986715-2 2 15mm 600V 130A 9376934 == 
@ 1986715-3 3 15mm 600V 130A 93T6935 37.32 
Through Hole Right Angle, 30 AWG-12 AWG, Solderable Double Pin - Modular 
@ 1986713-2 2 i 600V 130A 93T6918 24.41 
@ 1986713-3 3 te 600V 130A 9376919 Bas 
Through Hole Right Angle, 30 AWG-12 AWG, Solderable Double Pin - Modular With Peg 
@ 1986714-2 2 a2 600V 130A 93T6926 24.62 
@ 1986714-3 3 a 600V 130A 9376927 = 
PIM_203975 
. RoHS 
3.5MM PITCH PLUGGABLE SAL cones Amphenol 
TERMINAL BLOCK HEADERS Available FCi 
| : 20020108 
20020107 
20020111 
20020130 
@ 3.5mm Pitch © Tin-plated copper terminals 
® Choice of three orientations with or without flange © @ Operating voltage rating: 300VAC 
© Green, thermalplastic resin housing, rated © Current rating: 10A 
UL94V-0 © Operating temperature range: -40°C to 115°C. 
© Zinc-plated steel screw @ UL recognized 
@ Nickel-plated brass clamp 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage | Current | Stock No. 1-9+ 


Header, Through Hole 45°, With Flange 


@ 20020131-C021A01LF 2 3.5mm 300V 8A 99R4188 0.59 
@ 20020131-C031A01LF 3 3.5mm 300V 8A 99R4189 0.71 
@ 20020131-C041A01LF 4 3.5mm 300V 8A 99R4190 0.84 
@ 20020131-C061A01LF 6 3.5mm 300V 8A 99R4191 1.08 
@ 20020131-C081A01LF 8 3.5mm 300V 8A 99R4192 1.21 
@ 20020131-C101A01LF 10 3.5mm 300V 8A 99R4193 1.45 
Header, Through Hole 45°, Without Flange 
@ 20020130-C021A01LF 2 3.5mm 300V 8A 99R4164 0.21 
@ 20020130-C031A01LF 3 3.5mm 300V 8A 99R4165 0.38 
@ 20020130-C041A01LF 4 3.5mm 300V 8A 99R4166 — 
@ 20020130-C061A01LF 6 3.5mm 300V 8A 99R4167 0.72 
@ 20020130-C081A01LF 8 3.5mm 300V 8A 99R4168 0.96 
@ 20020130-C101A01LF 10 3.5mm 300V 8A 99R4169 1.09 
Header, Through Hole Right Angle, With Flange 
@ 20020111-C021A01LF 2 3.5mm 300V 10A 99R4140 0.51 
@ 20020111-C031A01LF 3 3.5mm 300V 10A 99R4141 0.59 
@ 20020111-C041A01LF 4 3.5mm 300V 10A 99R4142 0.63 
@ 20020111-C061A01LF 6 3.5mm 300V 10A 99R4143 0.77 
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3.5MM PITCH PLUGGABLE TERMINAL BLOCK HEADERS (CONT.) 3.5MM PITCH PLUGGABLE TERMINAL BLOCK PLUGS (CONT.) 
No. of Price Each No. of Price Each 
Mfg. Part No. Positions Pitch Voltage | Current | Stock No. 1-9+ Mfg. Part No. Positions Pitch Voltage | Current | Stock No. 1-9+ 
Header, Through Hole Right Angle, With Flange 28 AWG-16 AWG, Key/Hook On Back Side Without Flange 
@ 20020111-C081A01 10A 99R4144 0.92 @ 20020010-C021B01LF 2 3.5mm 300V 8A 99R3996 0.58 
@ 20020111-C101A01L 99R4145 @ 20020010-C031B01LF 3 3.5mm 300V 8A 99R3997 0.38 
Header, Through Hole Right Angle, Without Flange @ 20020010-C041B01LF 4 3.5mm 300V 8A 99R3998 0.23 
@ 20020110-C021A01LF 2 3.5mm 300V 10A 59R8889 0.37 @ 20020010-C061B01LF 6 3.5mm 300V 8A 99R3999 1.48 
@ 20020110-C031A01LF 3 3.5mm 300V 10A 59R8890 0.44 @ 20020010-C081B01LF 8 3.5mm 300V 8A 99R4000 1.97 
@ 20020110-C041A01LF 4 3.5mm 300V 10A 59R8891 0.22 @ 20020010-C101B01LF 10 3.5mm 300V 8A 99R4001 1.59 
@ 20020110-C051A01LF 5 3.5mm 300V 10A 59R8892 0.74 28 AWG-16 AWG, Key/Hook On Back Side With Flange 
@ 20020110-C061A01LF 6 3.5mm 300V 10A 59R8893 0.52 @ 20020011-C021B01LF 2 3.5mm 300V 8A 99R4020 0.66 
@ 20020110-C081A01LF 8 3.5mm 300V 10A 59R8895 0.66 @ 20020011-C031B01LF 3 3.5mm 300V 8A 99R4021 0.98 
@ 20020110-C091A01LF 9 3.5mm 300V 10A 59R8896 0.73 @ 20020011-C041B01LF 4 3.5mm 300V 8A 99R4022 1.14 
@ 20020110-C101A01LF 10 3.5mm 300V 10A 59R8897 0.76 @ 20020011-C061B01LF 6 3.5mm 300V 8A 99R4023 1.64 
Header, Through Hole Vertical, With Flange @ 20020011-C081B01LF 8 3.5mm 300V 8A 99R4024 ne5 5) 
@ 20020108-C021A01LF 2 3.5mm 300V 10A 99R4104 0.51 @ 20020011-C101B01LF 10 3.5mm 300V 8A 99R4025 2.29 
@ 20020108-C031A01LF 3 3.5mm 300V 10A 99R4105 0.58 28 AWG-16 AWG, Front Screw Without Flange 
@ 20020108-C041A01LF 4 3.5mm | _300V 10A 99R4106 0.62 @ 20020013-C021B01LF 2 3.5mm | 300V 10A 99R4068 0.76 
@ 20020108-C061A01LF 6 3.5mm 300V 10A 99R4107 0.75 @ 20020013-C031B01LF 3 3.5mm 300V 10A 99R4069 Hee 
@ 20020108-C081A01LF 8 3.5mm 300V 10A 99R4108 0.20 @ 20020013-C041B01LF 4 3.5mm 300V 10A 99R4070 1.38 
@ 20020108-C101A01LF 10 3.5mm 300V 10A 99R4109 1.02 @ 20020013-C061B01LF 6 3.5mm 300V 10A 99R4071 2.08 
Header, Through Hole Vertical, Without Flange @ 20020013-C081B01LF 8 3.5mm 300V 10A 99R4072 2.56 
@ 20020107-C021A01LF 2 3.5mm 300V 10A 59R8853 0.06 @ 20020013-C101B01LF 10 3.5mm 300V 10A 99R4073 3.20 
@ 20020107-C031A01LF 3 3.5mm 300V 10A 59R8854 0.08 28 AWG-16 AWG, Front Screw With Flange 
@ 20020107-C041A01LF 4 3.5mm 300V 10A 59R8855 0.53 @ 20020012-C021B01LF 2 3.5mm 300V 10A 99R4044 0.92 
@ 20020107-CO51A01LF 5 3.5mm _ | _300V 10A 59R8856 0.09 @ 20020012-C031B01LF 3 3.5mm | 300V 10A 99R4045 4.19 
@ 20020107-C061A01LF 6 3.5mm 300V 10A 59R8857 0.48 @ 20020012-C041B01LF 4 3.5mm 300V 10A 99R4046 1.54 
@ 20020107-C071A01LF 7 3.5mm 300V 10A 59R8858 0.41 @ 20020012-C061B01LF 6 3.5mm 300V 10A 99R4047 2.08 
@ 20020107-C081A01LF 8 3.5mm 300V 10A 59R8859 0.96 @ 20020012-C081B01LF 8 3.5mm 300V 10A 99R4048 2.45 
@ 20020107-C091A01LF 9 3.5mm 300V 10A 59R8860 0.70 @ 20020012-C101B01LF 10 3.5mm 300V 10A 99R4049 3.38 
@ 20020107-C101A01LF 10 3.5mm 300V 10A 59R8861 0.12 26 AWG-16 AWG, Contact On Up Side Without Flange 
PIM_190762 @ 20020004-C021B01LF 2 3.5mm 300V 10A 59R8781 0.87 
@ 20020004-C031B01LF 3 3.5mm 300V 10A 59R8782 1.30 
3.5MM PITCH PLUGGABLE TERMINAL BLOCK PLUGS Amphenol © 20020004-CO41BOILE a 3.5mm | _300V 10A 59R8783 0.36 
FC i @ 20020004-C051B01LF 5 3.5mm 300V 10A 59R8784 1.47 
@ 20020004-C061B01LF 6 3.5mm 300V 10A 59R8785 = 
@ 20020004-C071B01LF 7 3.5mm 300V 10A 59R8786 1.61 
@ 20020004-C081B01LF 8 3.5mm 300V 10A 59R8787 1.23 
@ 20020004-C091B01LF 9 3.5mm 300V 10A 59R8788 0.74 
@ 20020004-C101B01LF 10 3.5mm 300V 10A 59R8789 = 
i 26 AWG-16 AWG, Contact On Up Side With Flange 
spuabONE snsonne season saan @ 20020000-C021B01LF 2 3.5mm 300V 10A 99R3924 0.65 
= Bais @ 20020000-C031B01LF 3 3.5mm 300V 10A 99R3925 0.61 
Ge tinoiat @ 20020000-C041B01LF 4 3.5mm 300V 10A 99R3926 0.77 
Avaliable "@ 20020000-C061B01LF 6 3.5mm | 300V 70A | 99R3927 0.36 
cA us @ 20020000-C081B01LF 8 3.5mm 300V 10A 99R3928 1.93 
@ 20020000-C101B01LF 10 3.5mm 300V 10A 99R3929 2.19 
20020827, PIM_164506 
@ 3.5mm Pitch terminals 
© Choice of five orientations with or without flange © Tin-plated brass fixed terminal block terminals 
© Green, thermalplastic resin housing, rated © Operating voltage rating: 300VAC Wire-To-Board Terminal Blocks 
UL94V-0 © Current rating: 10A Fi 
© Zinc-plated steel screw © Operating temperature range: -40°C to 115°C. No. of [Price Each 
© Nickel-plated brass clamp © UL recognized Mfg. Part No. Positions Pitch Voltage | Current | Stock No. 1-9+ 
© Tin-plated phosphor bronze pluggable plug Through Hole Right Angle, 24 AWG-16 AWG 
No. of Price Each © 20020327-C021B01LF 2 3.5mm |  300V 10A 59R8943 0.33 
Mfg. Part No. Positions Pitch Voltage | Current | Stock No. 1-9+ @ 20020327-C031B01LF 3 3.5mm 300V 10A 59R8944 0.46 
28 AWG-16 AWG, Key/Hook On Entry Side Without Flange @ 20020327-C041B01LF 4 3.5mm 300V 10A 59R8945 0.94 
@ 20020008-C021B01LF 2 3.5mm 300V 8A 59R8817 0.22 @ 20020327-C061B01LF 6 3.5mm 300V 10A 59R8947 0.92 
@ 20020008-C031B01LF 3 3.5mm 300V 8A 59R8818 0.88 @ 20020327-C091B01LF 9 3.5mm 300V 10A 59R8950 1.51 
@ 20020008-C041B01LF 4 3.5mm 300V 8A 59R8819 0.39 @ 20020327-C101B01LF 10 3.5mm 300V 10A 59R8951 (ee¥e 
@ 20020008-C051B01LF 5 3.5mm 300V 8A 59R8820 18k) PIM_5511778 
@ 20020008-C061B01LF 6 3.5mm 300V 8A 59R8821 1.67 
@ 20020008-C071B01LF 7 3.5mm 300V 8A 59R8822 1.95 
@ 20020008-C081B01LF 8 3.5mm 300V 8A 59R8823 2.06 Dev Kit HQ 
@ 20020008-C091B01LF 9 3.5mm 300V 8A 59R8824 PME) 
@ 20020008-C101B01LF 10 3.5mm 300V 8A 59R8825 2.58 i 5 
28 AWG-16 AWG, Key/Hook On Entry Side With Flange Find the Newest Development Kits & 
© 20020009-C021B01LF 2 3.6mm |  300V 8A 99R3972 0.70 Evaluation Boards from Top Suppliers 
© 20020009-C031B01LF 3 3.5mm | 300V 8A 99R3973 0.97 newark.com/dev-kits 
@ 20020009-C041B01LF 4 3.5mm 300V 8A 99R3974 (ek 
@ 20020009-C061B01LF 6 3.5mm 300V 8A 99R3975 1.13 PIM_5624787 
@ 20020009-C081B01LF 8 3.5mm 300V 8A 99R3976 1.97 
@ 20020009-C101B01LF 10 3.5mm 300V 8A 99R3977 2.42 
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Mfg. Part No. Positions Pitch Voltage | Current | Stock No. 1-9+ 
28 AWG-16 AWG, Front Screw With Flange 
@ 20020012-D021B01LF 2 3.81mm 300V 10A 99R4050 1.59 
@ 20020012-D031B01LF 3 3.81mm 300V 10A 99R4051 1.02 
@ 20020012-D041B01LF 4 3.81mm 300V 10A 99R4052 2.67 
@ 20020012-D061B01LF 6 3.81mm 300V 10A 99R4053 3.35 
GET INSPIRED ASK EXPERTS © 20020012-D081B01LF 8 3.81mm | 300V 10A | 99R4054 4.03 
@ 20020012-D101B01LF 10 3.81mm 300V 10A 99R4055 4.39 
26 AWG-16 AWG, Contact On Up Side Without Flange 
COLLABORATE RESEARCH @ 20020004-D021B01LF 2 3.81mm 300V 10A 59R8790 0.30 
@ 20020004-D031B01LF 3 3.81mm 300V 8A 59R8791 0.81 
@ 20020004-D041B01LF 4 3.81mm 300V 10A 59R8792 0.67 
PIM element 4.co m @ 20020004-D051B01LF 5 3.81mm 300V 10A 59R8793 1.29 
- @ 20020004-D061B01LF 6 3.81mm 300V 10A 59R8794 1.53 
@ 20020004-D071B01LF 7 3.81mm 300V 10A 59R8795 1.81 
3.81MM PITCH PLUGGABLE TERMINAL BLOCK PLUGS Am phenol © 20020004-D08 1BO1LE F 38imm | 300V TOA 59R8796 AW 
FC | @ 20020004-D101B01LF 10 3.81mm 300V 10A 59R8798 O37 
- 26 AWG-16 AWG, Contact On Up Side With Flange 
@ 20020000-D021B01LF 2 3.81mm 300V 10A 99R3930 0.34 
@ 20020000-D031B01LF 3 3.81mm 300V 10A 99R3931 0.90 
@ 20020000-D041B01LF 4 3.81mm 300V 10A 99R3932 1.05 
@ 20020000-D061B01LF 6 3.81mm 300V 10A 99R3933 2.07 
20020000 ee oe © 20020000-D081B01LF 8 3.81mm | 300V 10A 99R3934 1.83 
eras © 20020000-D101B01LF 10 381mm | 300V 10A 99R3935 2.22 
PIM_164507 
: Wire-To-Board Terminal Blocks 
20020327 No. of Price Each 
20020010 20020009 Mfg. Part No. Positions Pitch Voltage | Current | Stock No. [19+ 
20020012 Through Hole Right Angle, 24 AWG-16 AWG 
© 381mm Pitch ; terminals ; oO Us @ 20020327-D021B01LF 2 3.81mm | 300V 10A 59R8952 0.27 
© Choice of five orientations with or without flange © Tin-plated brass fixed terminal tis © 20020327-D031B01LF 3 3.81mm 300V 10A 5OR8953 0.56 
© Green, thermalplastic resin housing, rated block terminals ; Gepeansen 
UL94V-0 © Operating voltage rating: 300VAC ae © 20020327-D041B01LF 4 3.8imm | 300V 10A | 59R8954 0.62 
© Zinc-plated steel screw © Current rating: 10A F 7 @ 20020327-D051B01LF 5 3.81mm | 300V 10A 59R8955 0.77 
erica co © 20020327-D081B01LF 8 | 381mm | 300v | 10A | 59R8958 | 0.65 
5 @ 20020327-D101B01LF 10 3.81mm 300V 10A 59R8960 1.47 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage | Current | Stock No. 1-9+ PIM_5511779 
28 AWG-16 AWG, Key/Hook On Entry Side Without Flange 
© 20020008-D021B01LF 2 3.8imm | 300V 8A 59R8826 0.37 3.81MM PITCH PLUGGABLE TERMINAL BLOCK HEADERS Amphenol 
@ 20020008-D041B01LF 4 3.81mm 300V 8A 59R8828 1.85 FC i 
@ 20020008-D051B01LF 5 3.81mm 300V 8A 59R8829 1.40 rhs 
@ 20020008-D061B01LF 6 3.81mm 300V 8A 59R8830 1.67 Gepsinpian 
@ 20020008-D081B01LF 8 3.81mm 300V 8A 59R8832 2.07 ° 
@ 20020008-D091B01LF 9 3.81mm 300V 8A 59R8833 2.33 eS Y oO US 
© 20020008-D101B01LF 10 3.81mm | 300V 8A 59R8834 2.60 20020108 2 
28 AWG-16 AWG, Key/Hook On Entry Side With Flange 20020110 
@ 20020009-D021B01LF 2 3.81mm 300V 8A 99R3978 0.70 
@ 20020009-D031B01LF 3 3.81mm 300V 8A 99R3979 = 20020131 
© 20020009-D041B01LF 4 3.81mm | 300V 8A 99R3980 1.13 © 3.81mm Pitch © Tin-plated copper terminals 
@ 20020009-D061B01LF 6 3.81mm 300V 8A 99R3981 1.63 © Choice of three orientations with or without flange © @ Operating voltage rating: 300VAC 
© 20020009-D101B01LF 10 3.81mm | 300V 8A 99R3983 2.27 @ Zinc-plated steel screw © UL recognized 
28 AWG-16 AWG, Key/Hook On Back Side Without Flange © Nickel-plated brass clamp 
@ 20020010-D021B01LF 2 3.81mm 300V 8A 99R4002 cael No. of Price Each 
@ 20020010-D031B01LF 3 3.81mm |  300V 8A 99R4003 0.82 Mfg. Part No. Positions | Pitch | Voltage | Current | StockNo. | 1-9+ _ 
@ 20020010-D041B01LF 4 3.81mm 300V 8A 99R4004 1.00 Header, Through Hole 45°, With Flange 
@ 20020010-D061B01LF 6 3.81mm 300V 8A 99R4005 1.56 @ 20020131-D021A01LF 2 3.81mm 300V 8A 99R4194 0.28 
@ 20020010-D081B01LF 8 3.81mm 300V 8A 99R4006 1.26 @ 20020131-D031A01LF 3 3.81mm 300V 8A 99R4195 0.74 
@ 20020010-D101B01LF 10 3.81mm 300V 8A 99R4007 2.21 @ 20020131-D041A01LF 4 3.81mm 300V 8A 99R4196 0.87 
28 AWG-16 AWG, Key/Hook On Back Side With Flange @ 20020131-D061A01LF 6 3.81mm | 300V 8A 99R4197 1.04 
@ 20020011-D021B01LF 2 3.81mm 300V 8A 99R4026 1.06 @ 20020131-D081A01LF 8 3.81mm 300V 8A 99R4198 1.29 
@ 20020011-D031B01LF 3 3.81mm 300V 8A 99R4027 1.98 @ 20020131-D101A01LF 10 3.81mm 300V 8A 99R4199 1.53 
@ 20020011-D041B01LF 4 3.81mm 300V 8A 99R4028 0.59 Header, Through Hole 45°, Without Flange 
@ 20020011-D061B01LF 6 3.81mm 300V 8A 99R4029 2.69 @ 20020130-D021A01LF 2 3.81mm 300V 8A 99R4170 0.29 
@ 20020011-D081B01LF 8 3.81mm 300V 8A 99R4030 alla @ 20020130-D031A01LF 3 3.81mm 300V 8A 99R4171 — 
@ 20020011-D101BO1LF 10 3.81mm 300V 8A 99R4031 3.63 @ 20020130-D041A01LF 4 3.81mm 300V 8A 99R4172 0.55 
28 AWG-16 AWG, Front Screw Without Flange @ 20020130-D061A01LF 6 3.81mm 300V 8A 99R4173 0.78 
@ 20020013-D021B01LF 2 3.81mm 300V 10A 99R4074 0.79 @ 20020130-D081A01LF 8 3.81mm 300V 8A 99R4174 css, 
@ 20020013-D031B01LF 3 3.81mm 300V 10A 99R4075 1.00 @ 20020130-D101A01LF 10 3.81mm 300V 8A 99R4175 alte 
@ 20020013-D041B01LF 4 3.81mm 300V 10A 99R4076 1.43 Header, Through Hole Right Angle, With Flange 
@ 20020013-D061B01LF 6 3.81mm 300V 10A 99R4077 2.00 @ 20020111-D021A01LF 2 3.81mm 300V 10A 99R4146 0.52 
@ 20020013-D081B01LF 8 3.81mm 300V 10A 99R4078 2.66 @ 20020111-D031A01LF 3 3.81mm 300V 10A 99R4147 0.57 
@ 20020013-D101B01LF 10 3.81mm 300V 10A 99R4079 3.34 @ 20020111-D041A01LF 4 3.81mm 300V 10A 99R4148 0.64 
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3.81MM PITCH PLUGGABLE TERMINAL BLOCK HEADERS (CONT.) 5.08MM PITCH PLUGGABLE TERMINAL BLOCK HEADERS (CONT.) 
No. of Price Each No. of Price Each 
Mfg. Part No. Positions Pitch Voltage | Current | Stock No. 1-9+ Mfg. Part No. Positions Pitch Voltage | Current | Stock No. 1-9+ 
Header, Through Hole Right Angle, With Flange Header, Through Hole 45°, Pluggable with Flange 
@ 20020111-D061A01LF 6 3.81mm 300V 10A 99R4149 0.79 @ 20020131-H041A01LF 4 5.08mm 300V 15A 99R4208 1.01 
@ 20020111-D081A01LF 8 3.81mm 300V 10A 99R4150 0.94 @ 20020131-H061A01LF 6 5.08mm 300V 15A 99R4209 1.21 
@ 20020111-D101A01LF 10 3.81mm 300V 10A 99R4151 1.08 @ 20020131-H081A01LF 8 5.08mm 300V 15A 99R4210 1.51 
Header, Through Hole Right Angle, Without Flange @ 20020131-H101A01LF 10 5.08mm 300V 15A 99R4211 1.80 
@ 20020110-D021A01LF 2 3.81mm | 300V 10A 59R8898 0.19 Header, Through Hole 45°, Pluggable without Flange 
@ 20020110-D031A01LF 3 3.81mm 300V 10A 59R8899 0.56 @ 20020130-H021A01LF 2 5.08mm 300V 15A 99R4182 0.33 
@ 20020110-D041A01LF 4 3.81mm 300V 10A 59R8900 0.34 @ 20020130-H031A01LF 3 5.08mm 300V 15A 99R4183 0.49 
@ 20020110-D051A01LF 5 3.81mm 300V 10A 59R8901 0.44 @ 20020130-H041A01LF 4 5.08mm 300V 15A 99R4184 0.62 
@ 20020110-D061A01LF 6 3.81mm 300V 10A 59R8902 0.53 @ 20020130-H061A01LF 6 5.08mm 300V 15A 99R4185 0.69 
@ 20020110-D081A01LF 8 3.81mm 300V 10A 59R8904 0.48 @ 20020130-H081A01LF 8 5.08mm 300V 15A 99R4186 1.12 
@ 20020110-D101A01LF 10 3.81mm 300V 10A 59R8906 0.83 @ 20020130-H101A01LF 10 5.08mm 300V 15A 99R4187 1.42 
Header, Through Hole Vertical, With Flange Header, Through Hole Right Angle, Pluggable with Flange 
@ 20020108-D021A01LF 2 3.81mm 300V 10A 99R4110 0.51 @ 20020111-H021A01LF 2 5.08mm 300V 12A 99R4158 0.58 
@ 20020108-D031A01LF 3 3.81mm 300V 10A 99R4111 0.59 @ 20020111-H031A01LF 3 5.08mm 300V 12A 99R4159 0.30 
@ 20020108-D041A01LF 4 3.81mm_ | 300V 10A 99R4112 0.57 @ 20020111-HO41A01LF 4 5.08mm | 300V 12A 99R4160 wa 
@ 20020108-D061A01LF 6 3.81mm 300V 10A 99R4113 0.75 @ 20020111-H061A01LF 6 5.08mm 300V 12A 99R4161 0.19 
@ 20020108-D081A01LF 8 3.81mm 300V 10A 99R4114 0.92 @ 20020111-H101A01LF 10 5.08mm 300V 12A 99R4163 = 
@ 20020108-D101A01LF 10 3.81mm 300V 10A 99R4115 1.05 Header, Through Hole Right Angle, Pluggable with No End Wall 
Header, Through Hole Vertical, Without Flange @ 20020109-H021A01LF 2 5.08mm 300V 12A 99R4134 = 
@ 20020107-D021A01LF 2 3.81mm 300V 10A 59R8862 0.36 @ 20020109-H031A01LF 3 5.08mm 300V 12A 99R4135 0.22 
@ 20020107-D031A01LF 3 3.81mm 300V 10A 59R8863 0.21 @ 20020109-H061A01LF 6 5.08mm 300V 12A 99R4137 = 
@ 20020107-D041A01LF 4 3.81mm 300V 10A 59R8864 0.28 @ 20020109-H081A01LF 8 5.08mm 300V 12A 99R4138 = 
@ 20020107-D051A01LF 5 381mm | _300V 10A 59R8865 0.42 @ 20020109-H101A01LF 10 5.08mm | 300V 12 99R4139 0.56 
@ 20020107-D081A01LF 8 3.81mm 300V 10A 59R8868 0.23 Header, Through Hole Right Angle, Pluggable without Flange 
@ 20020107-D091A01LF 9 3.81mm 300V 10A 59R8869 0.71 @ 20020110-H021A01LF 2 5.08mm 300V 12A 59R8916 0.08 
@ 20020107-D101A01LF 10 3.81mm 300V 10A 59R8870 0.29 @ 20020110-H041A01LF 4 5.08mm 300V 12A 59R8918 = 
PIM_190771 @ 20020110-H061A01LF 6 5.08mm 300V 12A 59R8920 0.41 
= @ 20020110-H081A01LF 8 5.08mm 300V 12A 59R8922 = 
@ 20020110-H101A01LF 10 5.08mm 300V 12A 59R8924 = 


Header, Through Hole Vertical, Pluggable with Flange 


@ 20020108-H021A01LF 2 5.08mm |  300V 12A | 99R4122 0.40 
E m bed d e d - @ 20020108-HO31A01LF 3 5.08mm | 300V 124 | 99R4123 0.14 


. © 20020108-H041A01LF 4 5.08mm | 300V 12A 99R4124 0.15 
D esl g n Too | S ss © 20020108-H061A01LF 6 5.08mm | 300V 12a | 99R4125 2] 
4 @ 20020108-H081A01LF 8 5.08mm | 300V 12A 99R4126 a 
@ 20020108-H101A01LF 10 5.08mm | 300V 12A 99R4127 0.25 
Header, Through Hole Vertical, Pluggable with No End Wall 
j @ 20020106-H021A01LF 2 5.08mm | 300V 12A 99R4098 0.08 
ues WTI Devucgers; © 20020106-HO31A01LF 3 5.08mm | 300V | 12 | 99R4099 0.17 
Programming Tools and more @ 20020106-H041A01LF 4 5.08mm | _300V 12a | 99R4100 0.27 
for MCU/DSP/FPGA. © 20020106-H061A01LF 6 5.08mm | 300V 12A 99R4101 0.32 
© 20020106-H081A01LF 8 5.08mm | 300V 12A 99R4102 we 
element14.com /designcenter @ 20020106-H101A01LF 10 5.08mm | 300V 12A 99R4103 0.60 
Header, Through Hole Vertical, Pluggable without Flange 
Y feo, © 20020107-H021A01LF 2 5.08mm | 300V 12A 59R8880 0.14 
PIM_6624622 @ 20020107-H031A01LF 3 5.08mm | 300V 12A 59R8881 0.23 
= — ~ ——— - ae © 20020107-H041A01LF 4 5.08mm | 300V 12A 59R8882 0.26 
5.08MM PITCH PLUGGABLE TERMINAL BLOCK HEADERS Amphenol —_© 20020107-Ho61A01LF 6 5.08mm |  300V 12A | 59R8884 0.27 
FC i @ 20020107-H081A01LF 8 5.08mm | 300V 12A 59R8886 0.35 
© 20020107-H091A01LF 9 5.08mm | 300V 12A 59R8887 ae 


Geptinaian PIM_190776 
Available 

6 ‘ A \ Uy 
on Custom Panel Meters 


20020108 


20020106 


Choose your own colors, text, and 
company logo 


20020109 


Custom scale, range and pointer types 


20020131 , ; Analog/Digital Meters, Sensors, 
© 5.08mm Pitch © Nickel-plated brass clamp | Controllers and more 
© Choice of three orientations with or without flange © Tin-plated copper terminals Z 

or open end © Operating voltage rating: 300VAC 
© Green, thermalplastic resin housing, rated © Current rating: 12A 
UL94V-0 © Operating temperature range: -40°C to 115°C. 
® Zinc-plated steel screw @ UL recognized 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage | Current | Stock No. 1-9+ PIM_5624805 
Header, Through Hole 45°, Pluggable with Flange —— 
@ 20020131-H021A01LF 2 5.08mm 300V 15A 99R4206 0.69 
@ 20020131-H031A01LF 3 5.08mm 300V 15A 99R4207 0.86 
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Compliant 

Available 
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cA US 


20020107 


20020111 
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7.62MM PITCH PLUGGABLE TERMINAL BLOCK PLUGS ~Amphenol 


FCi 
RoHS _ 
Compliant 
Available 
° 

cds 


20020516 
20020517 


20020705 
© Tin-plated copper pluggable plug terminals 


© 7.62mm Pitch 


aan © Choice of two orientations with or without flange © Operating voltage rating: 300VAC 
© Green, thermalplastic resin housing, rated © Current rating: 32A 
20020130 UL94V-0 © Operating temperature range: -40°C to 115°C 
@ Smm Pitch @ Nickel-plated brass clamp © Zinc-plated steel screw @ UR recognized 
© Choice of three orientations with or without flange © @ Tin-plated copper terminals @ Nickel-plated brass clamp 
or open end © Operating voltage rating: 300VAC 7 
© Green, thermalplastic resin housing, rated © Current rating: 12A No. of | Price Each_ 
UL94V-0 © Operating temperature range: -40°C to 115°C Mfg. Part No. Positions Pitch Voltage | Current | Stock No. 1-9+ 
© Zinc-plated steel screw @ UL recognized 24 AWG-8 AWG, Contact on Up Side without Flange 
No. of Price Each @ 20020516-M021B01LF 2 7.62mm | 300V 32A 59R8961 1.81 
Mfg. Part No. Positions | Pitch | Voltage | Current | Stock No. 1-9+ @ 20020516-M031B01LF 3 7.62mm | 300V 32A 59R8962 4.35 
Header, Through Hole 45°, Pluggable with Flange @ 20020516-M041B01LF 4 7.62mm | 300V 32A 59R8963 3.14 
@ 20020131-G021A01LF 2 5mm 300V 15A 99R4200 0.67 24 AWG-8 AWG, Contact on Down Side with Flange 
@ 20020131-G031A01LF 3 5mm 300V 15A 99R4201 0.82 @ 20020517-M021B01LF 2 7.62mm | 300V 32A 99R4212 1.64 
© 20020131-G041A01LF 4 5mm 300V 15A 99R4202 0.97 © 20020517-M031B01LF 3 762mm |  300V 32A 99R4213 1.39 
@ 20020131-G061A01LF 6 5mm 300V 15A 99R4203 1.15 @ 20020517-M041B01LF 4 762mm | 300V 32A 99R4214 2.03 
© 20020131-G081A01LF 8 5mm |  300V 15A 99R4204 = PIM_164509 
@ 20020131-G101A01LF 10 5mm 300V 15A 99R4205 1.69 
Header, Through Hole 45°, Pluggable without Flange Wire-To-Board Terminal Blocks 
@ 20020130-G021A01LF 2 5mm 300V 15A 99R4176 0.33 Nock Price Each 
LNAI SD-OUSTAUT —— 2 oni au ie SoRAIEE O86 Mfg. Part No. Positions Pitch Voltage | Current | Stock No. 1-9+ 
pumiocouane [Tien [a | ose img i ean 
— - @ 20020705-M021B01LF 2 7.62mm 300V 30A 59R8970 1.03 
@ 20020130-G081A01LF 8 5mm 300V 15A 99R4180 1.06 PEST) 
@ 20020130-G101A01LF 10 5mm 300V 15A 99R4181 1.07 = 
Header, Through Hole Right Angle, Pluggable with Flange 
@ 20020111-G021A01LF 2 5mm 300V 12A 99R4152 0.60 
@ 20020111-G031A01LF 3 5mm 300V 12A 99R4153 0.43 i 
@ 20020111-G041A01LF 4 5mm 300V 12A 99R4154 0.66 Ca CSE, MEELIS 
@ 20020111-G061A01LF 6 5mm 300V 12A 99R4155 = 
@ 20020111-G081A01LF 8 5mm 300V 12A 99R4156 = 
@ 20020111-G101A01LF 10 5mm 300V 12A 99R4157 = multic omp Board & Box Components 
Header, Through Hole Right Angle, Pluggable with No End Wall newark.com/multicom p 
@ 20020109-G021A01LF 2 5mm 300V 12A 99R4128 0.12 
@ 20020109-G031A01LF 3 5mm 300V 12A 99R4129 0.11 . 
@ 20020109-G041A01LF 4 5mm 300V 12A 99R4130 es DB H 
@ 20020109-G061A01LF 6 5mm 300V 12A 99R4131 0.40 = Y, i 
@ 20020109-G081A01LF 8 5mm 300V 12A 99R4132 0.14 = 
@ 20020109-G101A01LF 10 5mm 300V 12A 99R4133 0.39 | 
Header, Through Hole Right Angle, Pluggable without Flange ‘ 
@ 20020110-G021A01LF 2 5mm 300V 12A 59R8907 0.14 
© 20020110-G041A01LF 4 5mm | 300V 12A 59R8909 0.17 PIM_5624843 
@ 20020110-G081A01LF 8 5mm 300V 12A 59R8913 0.16 
Header, Through Hole Vertical, Pluggable with Flange 
@ 20020108-G021A01LF 2 5mm 300V 12A 99R4116 = 
@ 20020108-G031A01LF 3 5mm 300V 12A 99R4117 — 
© 20020108-G041A01LF 4 mm | 300V 12A | 99R4118 = E m bed d ed 
@ 20020108-G061A01LF 6 5mm 300V 12A 99R4119 ean 4 
© 20020108-G081A01LF 8 5mm | 300V 12A 99R4120 = D es 1 g n To 0 | S 
@ 20020108-G101A01LF 10 5mm 300V 12A 99R4121 = 
Header, Through Hole Vertical, Pluggable with No End Wall , 
@ 20020106-G021A01LF 2 5mm 300V 12A 99R4092 cee 
@ 20020106-G031A01LF 3 5mm 300V 12A 99R4093 = 
@ 20020106-G041A01LF 4 5mm 300V 12A 99R4094 0.25 
@ 20020106-G061A01LF 6 5mm 300V 12A 99R4095 0.10 
@ 20020106-G081A01LF 8 5mm 300V 12A 99R4096 eee 
@ 20020106-G101A01LF 10 5mm 300V 12A 99R4097 as 
Header, Through Hole Vertical, Pluggable without Flange 
@ 20020107-G021A01LF 2 5mm 300V 12A 59R8871 0.10 
@ 20020107-G031A01LF 3 5mm 300V 12A 59R8872 cee 
@ 20020107-G041A01LF 4 5mm 300V 12A 59R8873 — PIM_5624821 
@ 20020107-G061A01LF 6 5mm 300V 12A 59R8875 — 
@ 20020107-G081A01LF 8 5mm 300V 12A 59R8877 — 


PIM_190775 
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@ Indicates RoHS Compliant 4] Find Datasheets Online 


7.62MM PITCH PLUGGABLE TERMINAL BLOCK HEADERS Amphenol 98 SERIES PLUGGABLE 
FCi TERMINAL BLOCK SYSTEM (CONT.) 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current StockNo. | 1-9+ 
24 AWG-12 AWG, Plugs 
@ 39980-0302 2 5.08mm 300V 10A 30B3534 ‘lsts) 
@ 39980-0304 4 5.08mm 300V 10A 30B3536 1.63 
= 20020618 @ 39980-0306 6 5.08mm 300V 10A 30B3538 1.66 
20020620 20020621 70020619 @ 39980-0308 8 5.08mm 300V 10A 30B3540 3.54 
© 7.62mmPith = © Operating voltage rating: 300VAC Sait eee 
® Choice of two orientations with or without flange © Current rating: 32A ‘Available @ 39980-0406 6 5.08mm 300V 10A 30B3561 0.26 
e ic resi i e i : 
He bil resin housing, rated bara oo range: A ~\Y a PIM. 65184 
© Zinc-plated steel screw @ UR recognized 
® Nicketplated brass clamp ; Terminal Block Headers & Sockets 
@ Tin-plated copper pluggable plug terminals 
No. of Price Each No. of , | Price Each 
Mfg. Part No. Positions Pitch Voltage | Current | Stock No. 1-9+ Mfg. Part No. Positions Pitch Stock No. Us 
Header, Through Hole Right Angle, Pluggable with Flange Header 
© 20020619-M021A01LF 2 7.62mm | 300V 32A | _99R4215 0.62 @ 39980-0408 8 5.08mm 3083563 1.60 
© 20020619-M031A01LF 3 7.62mm | 300V 32A | 99R4216 0.96 PINCHES 
@ 20020619-M041A01LF 4 7.62mm 300V 32A 99R4217 1.88 
Header, Through Hole Right Angle, Pluggable without Flange 3.81mm MC SERIES EURO TAL Gepermr @ 
© 20020618-M021A01LF 2 7.62mm | 300V 324 | ~S9R8964 0.93 STYLE PLUGGABLE c US Available multicomp 
© 20020618-M031A01LF 3 762mm | 300V | 32d | 59R8965 | 0.70 TERMINAL BLOCKS 
@ 20020618-M041A01LF 4 7.62mm 300V 32A 59R8966 0.93 
Header, Through Hole Vertical, Pluggable with Flange 
@ 20020621-M021A01LF 2 7.62mm 300V 32A 99R4218 0.58 
@ 20020621-M031A01LF 3 7.62mm 300V 32A 99R4219 1.02 
@ 20020621-M041A01LF 4 7.62mm 300V 32A 99R4220 1.76 7 . MC520 
@ 20020621-M061A01LF 6 7.62mm 300V 32A 99R4221 2.27 MC310 Eek MC560, MCTC-56 
Header, Through Hole Vertical, Pluggable without Flange The MC series is the plug side of pluggable type terminal blocks. MC series is available in horizontal wire entry 
@ 20020620-M021A01LF 2 7.62mm 300V 32A 59R8967 0.85 to meet multiple design requirements. This series creates applications requiring high reliable interconnection 
PIM. 190777 with the flexibility of simplified modifica ions and instal lation. MC series allow screw connections for conductors 
~ up to 12 AWG without soldering. MC series terminal blocks meet the approvals of UL, CE and VDE. 
No. of Price Each 
CODING KEYS FOR PLUGGABLE TERMINAL BLOCKS Am p henol Mfg. Part No. Positions Pitch Voltage | Current | Stock No. 1-249+ 
FC i 30 AWG-16 AWG, MC310 Series 
RoHS @ MC310-38102 2 3.81mm 300V 8A 04R6947 ar 
Geptimoian @ MC310-38103 3 3.81mm 300V 8A 04R6949 = 
@ MC310-38104 4 3.81mm 300V 8A 04R6950 = 
@ MC310-38105 5 3.81mm 300V 8A 04R6951 = 
@ MC310-38106 6 3.81mm 300V 8A 04R6952 Es 
@ MC310-38107 7 3.81mm 300V 8A 04R6953 ae 
@ MC310-38108 8 3.81mm 300V 8A 04R6954 = 
@ MC310-38110 10 3.81mm 300V 8A 04R6955 1.98 
For Terminal Block Plugs For Terminal Block Headers 24 AWG-12 AWG, EBK Series 
Constructed of red hermalplastic resin, flammability rated UL 94 V-0. NOTE: Each coding key disc contains six @ EBK-02-B 2 3.81mm 250V 415A 04R6704 0.75 
keys. Order pluggable terminal block plugs and headers (sockets) separately @ EBK.03.B 3 381mm 250V 715A 04R6705 el 
|PriceEach =“ @ EBK-04-B 4 3.8imm |  250V 15A 04R6706 1.49 
Mfg. Part No. Accessory Type For Use With Stock No. 1-9+ @ EBK-05-8 5 381mm 250V 15A 04R6707 1.55 
@ 20020802-005LF | CodingKey | 3.5mm and sa Terminal Block | 99R4226 0.12 @ EBK-06-B 6 3.8imm 250V 715A 04R6708 AIG 
@ 20020802-004LF | Coding Key | 5mm, 5.08mm, 7.5mm and 7.62mm Pitch] 99R4225 | 0.14 SEEKS 7 8.8imm: | _250V 15A O4R6709 2.17 
Terminal Block Headers @ EBK-08-B 8 3.81mm 250V 15A 04R6710 2.48 
@ 20020802-002LF | CodingKey | 5mm, 5.08mm, 7.5mm and 7.62mm Pitch | 99R4223 0.13 @ EBK-09-B 9 3.81mm 250V 15A 04R6711 aes 
Terminal Block Flugs @ EBK-10-8 10 38imm | 260V 15A 04R6712 2.61 
@ 20020802-003LF | CodingKey 5mm and 5.08mm Pitch Terminal Block | 99R4224 = @EBK-11-B 1 381mm 250V TBA 04R6713 = 
Plugs with Contact Side Up 
© 20020802-001LF| Coding Key |7.62mm and 10.1émm Pitch Terminal] 99R4222| 0.18 eeiles ie eel | aay 415A __|MAGARS LI Lair 
Block Plugs @ EBKA-14-B 14 3.81mm 250V 15A 04R6715 1.48 
PIM_190779 @ EBK-15-B 15 3.81mm 250V 15A 04R6716 _ 
@ EBK-16-B 16 3.81mm 250V 15A 04R6717 4.11 
24 AWG-16 AWG, MC560 / MCTC-56 Series 
28 SERIES FTUGGA ETE | ° @ MC560-38102 2 3.81mm 300V 10A 04R6995 = 
TERMINAL BLOC Se roree m Oo ex @ MC560-38103 3 3.81mm 300V 10A 04R6996 = 
Osa @ MC560-38104 4 3.81mm 300V 10A 04R6997 = 
a @ MC560-38105 5 3.81mm 300V 10A 04R6998 — 
A @ MC560-38106 6 3.81mm 300V 10A 04R6999 ess 
@ MC560-38107 7 3.81mm 300V 10A 04R7000 _ 
@ MC560-38108 8 3.81mm 300V 10A 04R7001 _ 
@ MC560-38109 9 3.81mm 300V 10A 04R7002 ee 
heed @ MC560-38110 10 3.81mm 300V 10A 04R7003 = 
39980-03%x Plug seen ex Header @ MCTC-56B11 1 3.8imm | 300V 10A 5477640 1.44 
© Black Polyamide Housing, Rated UL94V-0 © Current: 10A @ MC560-38112 12 3.81mm 300V 10A 04R7004 _ 
® Voltage: 300V © Wire Range: 12-24 AWG @ MC560-38115, 15 3.81mm 300V 10A 04R7005 = 
Feature 5.08mm pitch terminal block plugs and headers with patent-pending positive latching mechanism. @ MC560-38116 16 3.81mm 300V 410A 04R7006 cS 


Secures the mating plug to resist vibration and the molded integral construction of the latch offers substantial 
cost savings over screw lock designs. Polarized to enable proper blind mating. Space-saving, compact design is 
69% shorter and 45% more narrow than standard pluggable terminal blocks. Header is high-temperature design 


and rated for reflow solder ovens. UL recognized. 
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3.81mm MC SERIES EURO STYLE PLUGGABLE TERMINAL BLOCKS (CONT.) ME SERIES EURO STYLE TERMINAL BLOCKS (CONT.) 


No. of Price Each No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-249+ Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-249+ 
24 AWG-16 AWG, MC520 Series Header, Through Hole Right Angle, Offset 
@ MC520-38103 3 3.81mm 300V 8A 04R6981 as @ ME120-500M04 4 2.5mm 300V 16A 04R7090 = 
@ MC520-38104 4 3.81mm 300V 8A 04R6982 = @ ME220-500M04 4 5mm 300V 12A 04R7094 = 
@ MC520-38105 a 3.81mm 300V 8A 04R6983 = @ ME120-500M06 6 5mm 300V 12A 04R7091 —_ 
@ MC520-38106 6 3.81mm 300V 8A 04R6984 = @ ME220-500M06 6 5mm 300V 12A 04R7095 a 
@ MC520-38107 7 3.81mm 300V 8A 04R6985 — @ ME120-508M04 4 5.08mm 300V 12A 04R7092 — 
@ MC520-38108 8 3.81mm 300V 8A 04R6986 — @ ME120-508M06 6 5.08mm 300V 12A 04R7093 os 
@ MC520-38109 9 3.81mm 300V 8A 04R6987 = @ ME220-508M06 6 5.08mm 300V 12A 04R7096 Ba, 
@ MC520-38114 14 3.81mm 300V 8A 04R6992 1.82 Header, Through Hole Right Angle, Open End 
PIM_147085 @ ME010-50002 2 5mm 300V 16A 04R7024 = 
@ ME010-50003 3 5mm 300V 16A 04R7025 —_ 
. @ ME010-50004 4 5mm 300V 16A 04R7026 = 
N eW P rod u cts Ad d e d D a | | y @ ME020-50004 4 5mm 300V 16A 04R7040 = 
@ ME020-50005 5 5mm 300V 16A 04R7041 = 
See the newest Technologies and Suppliers at = newark.com/new-products @ ME010-50006 6 5mm 300V 16A 04R7027 aw 
@ ME010-50008 8 5mm 300V 16A 04R7028 as 
@ ME010-50010 10 5mm 300V 16A 04R7029 = 
@ ME010-50012 12 5mm 300V 16A 04R7030 = 
@ ME020-50012 12 5mm 300V 16A 04R7046 = 
@ ME010-50802 2 5.08mm 300V 16A 04R7031 0.43 
@ ME010-50804 4 5.08mm 300V 16A 04R7032 1.22 
@ ME010-50805 5 5.08mm 300V 16A 04R7033 _— 
@ ME010-50806 6 5.08mm 300V 16A 04R7034 0.32 
@ ME010-50808 8 5.08mm 300V 16A 04R7036 1.71 
> : @ ME010-50810 10 5.08mm 300V 16A 04R7037 = 
PIM_5624855 @ ME010-50812 12 5.08mm 300V 16A 04R7038 me 
Header, Through Hole Vertical, Closed End 
ME SERIES EURO STYLE TERMINAL BLOCKS C7) edule ca é om | | 
multicomp @ ME040-50003 3 5mm 300V 16A 04R7073 0.91 
@ ME040-50004 4 5mm 300V 16A 04R7074 0.22 
@ ME040-50005 5 5mm 300V 16A 04R7075 — 
@ ME040-50006 6 5mm 300V 16A 04R7076 = 
@ ME040-50007 7 5mm 300V 16A 04R7077 = 
ME040, MCTE04 @ ME040-50008 8 5mm 300V 16A 04R7078 = 
eo eran Ma) Moe Motes (6X RoHS @ ME040-50009 9 5mm 300V 16A 04R7079 = 
Se armen @ MCTE-04C10 10 Smm 300V 16A 5477689 = 
@ MCTE-04C11 1 5mm 300V 16A 5477690 = 
@ ME040-50012 12 5mm 300V 16A 04R7080 — 
Mc24391-Mc24397 @ ME040-50802 2 5.08mm 300V 16A 04R7081 0.11 
@ ME040-50803 3 5.08mm 300V 16A 04R7082 0.91 
ME120 ME220 @ ME040-50805 5 5.08mm 300V 16A 04R7083 0.98 
The ME series is the header side of pluggable type terminal blocks. ME series headers with vertical and @ ME040-50806 6 5.08mm 300V 16A 04R7084 1.52 
horizontal plug-in direction are available with 2 to 12 positions. ME headers are avaialble with a threaded @ ME040-50807 7 5.08mm 300V 16A 04R7085 = 
fron rar cmc rnd puget sey eae Usrgecenaean ie! eyeiowrowe [6 | stbrn | son_[ von _[_earipe_[ 70 
blocks can be incorporated into the automatic printed circuit boards assembly process. ME series also aid the @ MCTE-04D09 9 5.08mm 300V 16A 5477691 = 
reduction of overall production costs thus improving manufacturing efficiency. @ ME040-50810 10 5.08mm 300V 16A 04R7087 ae 
No. of Price Each @ ME040-50811 11 5.08mm 300V 16A 04R7088 = 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-249+ @ ME040-50812 12 5.08mm 300V 16A 04R7089 = 
Header, Through Hole Right Angle, Closed End @ MCTE-04F02 2 7.62mm 300V 15 5417692 0.11 
© MCTE-03C02 2 Smm 300 416A 5477663 = @ MCTE-04F04 4 7.62mm |  300V 15A 5477693 = 
© ME030-50003 3 Smm 300V 8A 04R7054 = @ MCTE-04F06 6 7.62mm | 300V 15A 5477604 = 
@ ME030-50004 4 smm 300V 8A 04R7055 am Header, Through Hole Vertical, Open End 
© ME030-50005 5 Smm 300V 8A 04R7056 0.27 @ EBP-02-C 2 5mm 250V 15A 04R6718 = 
© ME030-50006 8 5mm 300V 8A O4R7057 a @ ME020-50003 3 5mm 300V 16A 04R7039 = 
© ME030-50007 7 Smm 300V 8A 04R7058 ca @ ME020-50006 6 5mm 300V 16A 04R7042 = 
@ ME030-50008 8 5mm 300V 6A 04R7059 0.19 @ ME020-50007 7 5mm 300V 16A 04R7043 = 
© MCTE-03C09 9 Smm 300V 16A 5477664 = @ ME020-50008 8 5mm 300V 16A 04R7044 = 
© ME030-50010 10 om 300V 8A 04R7060 = @ ME020-50010 10 5mm 300V 16A 04R7045 = 
@ MCTE-03C11 1 5mm 300V 16A 5477665 ee @ ME020-50802 2 5.08mm im . 04R7047 we 
@ ME030-50012 12 5mm 300V 6A 04R7061 eee @ ME020-50803 3 5.08mm a 7 04R7048 ae 
@ ME030-50802 2 5.08mm 300V 16A 04R7062 0.61 @ ME020-50806 6 5.08mm 300V 16A 04R7049 a. 
© ME030-50803 3 5.08mm_ | 300V 16A 04R7063 aa @ ME020-50807 7 5.08mm |  300V 16A 04R7050 =e 
@ ME030-50804 4 5.08mm 300V 16A 04R7064 1.22 @ ME020-50808 8 5.08mm 300V 16A 04R7051 a 
@ ME030-50805 5 5.08mm_ | 300V 16A 04R7065 _ @ ME020-50810 10 5.08mm |  300V 16A 04R7052 ae 
@ ME030-50806 6 5.08mm 300V 16A 04R7066 eS @ ME020-50812 12 5.08mm a re 04R7053 ae 
@ ME030-50807 7 5.08mm 300 16A 04R7067 1.37 Header, Through Hole Vertical, with Flanges 
@ ME030-50808 8 5.08mm 300V 16A 04R7068 eas @ MC24391 2 5.08mm 300V 16A 44N5720 = 
@ ME030-50809 9 5.08mm 300V 16A 04R7069 PAPE @ MC24392 3 5.08mm 300V 16A 44N5721 =e 
@ ME030-50810 10 5.08mm 300V 16A 04R7070 — @ MC24393 4 5.08mm 300V 16A 44N5722 =a 
@ MCTE-03D11 11 §.08mm 300V 16A 5477666 _ @ MC24394 5 5.08mm 300V 16A 44N5723 ma 
@ ME030-50812 12 5.08mm 300V 16A 04R7071 2.56 @ MC24397 10 5.08mm 300V 16A 44N5726 = 


PIM_120737 
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CONNECTORS & ACCESSORIES 


element14 COMMUNITY 
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2091 AND 2092 SERIES picoMAX® PLUGGABLE CONNECTION SYSTEM 
(CONT.) 


No. of 
Positions Pitch 


le 


Price Each 
1-24+ 


Mfg. Part No. Voltage Current Stock No. 


Header, Through Hole Right Ang 


@ 2091-1424 4 3.5mm 160V 10A 54W3766 1.38 
@ 2091-1426 6 3.5mm 160V 10A 54W3770 2.10 
@ 2092-1422 2 5mm 320V 16A 54W3859 0.86 
DESIGN ASK EXPERTS @ 2092-1423 3 5mm 320V 16A 54W3861 sleilté 
@ 2092-1424 4 5mm 320V 16A 54W3863 1.47 
@ 2092-1426 6 5mm 320V 16A 54W3867 2.21 
; Header, Through Hole Vertical 
POE nS @ 2091-1402 2 3.5mm 160V 10A 54W3750 0.80 
| 1 4 @ 2091-1403 3 3.5mm 160V 10A 54W3752 1.15 
PM cdorild ent com @ 2091-1404 4 3.5mm 160V 10A 54W3754 0.97 
2 @ 2091-1406 6 3.5mm 160V 10A 54W3758 2.10 
15 AMP HORIZONTAL TERMINAL BLOCKS r) ceoeeee : eee ee 
’ @ 2092-1403 3 5mm 320V 16A 54W3850 1.17 
ere CAGE CLAMP multicomp @ 2092-1404 4 5mm 320V 16A 54W3852 1.47 
pecifications: 
© Voltage Rating: 250 V Sepernain @ 2092-1406 6 5mm 320V 16A 69W7517 2.21 
© Spacing: 5.00mm or 5.08mm Available PIM_209880 
© Wire Size: 22-12 AWG 
@ Insulating polyimide housing, 
flammability rated UL94V-0 Wire-To-Board Terminal Blocks 
5.00 mm SPACING 5 
Mate with horizontal or vertical No. of Wanceleschy 
headers, ordered separately; go online Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ 
or call. Through Hole Right Angle, 24 AWG-12 AWG 
No. of Price Each @ 2092-1102/002-000 2 5mm 320V 16A 54W3791 2.82 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-99+ @ 2092-1103/002-000 3 Smm 320V 16A 54W3793 Sir 
22 AWG-12 AWG @ 2092-1104/002-000 4 Smm 320V 16A 54W3795 4.41 
@ SPC15597 2 Smm 300V 15A 82K7868 2.75 @ 2092-1106/002-000 6 5mm 320V 16A 54W3799 5.95 
@ SPC15598 3 5mm 300V 15A 82K7869 3.55 Through Hole Right Angle, 24 AWG-14 AWG 
@ SPC15599 4 5mm 300V 15A 82K7870 = @ 2091-1102/002-000 2 3.5mm 160V 10A 54W3689 2.70 
@ SPC15603 4 §.08mm 300V 15A 82K7874 = @ 2091-1103/002-000 3 3.5mm 160V 10A 54W3691 35 
@ SPC15604 5 5.08mm 300V 15A 82K7875 — @ 2091-1104/002-000 4 3.5mm 160V 10A 54W3693 4.16 
@ SPC15600 6 5mm 300V 15A 82K7871 — @ 2091-1106/002-000 6 3.5mm 160V 10A 54W3697 5.66 
@ SPC15605 6 5.08mm 300V 15A 82K7876 = PIM_5518474 
@ SPC15606 9 5.08mm 300V 15A 82K7877 = 
© SPC15607 10 | 08mm | sov | 1 733 SERIES MULTI-CONNECTION SYSTEM MICRO PLUGS ® 
@ SPC15608 12 5.08mm 300V 15A 82K7879 = AND HEADERS JAG 
PIM_17929 


2091 AND 2092 SERIES picoMAX® PLUGGABLE 
CONNECTION SYSTEM J 


] 
fl 


WAGo’ 

AGO 
RoHS _ 
Compliant 
Available 


RoHS _ 
Compliant 
Available 


Straight Header 


Female Connector 


733 series high-density 2.5mm pitch pluggable printed circuit board mount terminal blocks feature CAGE 
CLAMP® spring pressure wiring technology, 100% protection against mis-mating modular assembly. Rated 
250V/4A. Connectors accept 28-20 AWG wire. Light grey insulation housing: polyamide 6.6 to UL94V-0 (rated 
105° C). Current bar is lead-free tin-plated copper alloy. Clamp is stainless steel. 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ 
picoMAX® Mated 28 AWG-14 AWG 
picoMax® Female Connectors right-angle solder pins @ 734-108 8 3.5mm 160V | 10A 29K3017 10.15 
@ Universal connection for all conductor types @ Integrated locking latch prevents accidental 28 AWG-20 AWG 
© Simple, push-in termination of solid and ferruled disconnection 
conductors © Group female connectors without loss of poles, @ 733-102 2 2.5mm 250V 4A 79K2143 221 
© Ability to wire mated or unmated allowing different functions to be divided within one @ 733-104 4 2.5mm 160V 6A 28K2242 5.37 
© Testing port parallel to conductor entry — tip male header 
contact © Coding pins inserted into header interface prevent ©7785-1085 6 2.5mm 160V ia Cer) iss) 
© Integrated locking tabs prevent accidental mismatting, allowing subsequent coding in panel @ 733-108 8 2.5mm 250V 4A 79K2146 9.17 
disconnection feed-through applications @ 733-110 10 2.5mm 250V 4A 79K2147 11.07 
picoMax® Male Headers @ Female connector is almost fully shrouded by male 
@ Horizontal or vertical plug direction via straight or header, providing vibration-resistance up to 20g @ 733-112 - Zon 250V an CANE USS 
Radically simplified 2091 and 2092 series picoMax® pluggable connection system shortens the overall current PIM_84652 
path, shrinks overall connection size while improving connection integrity, removing cost, and improving 
vibration resistance — up to 20g based on IEC 60068-2-6. Its highly compact design reduces space by up r 
to 30% and requires minimal space when mated. Features light grey glass-fiber reinforced polyphthalamide Terminal Block Headers & Sockets 
housing, rated UL94V-0, and tin-plated electrolytic copper solder pins for both wave and reflow soldering. Wire- Price Each 
to-board connections offer high contact reliability in choice of 3.5mm and 5.0mm pin spacing. Also available No. of : re 
in 7.5mm pin spacing, wire-to-wire, board-to-wire, and panel feed-through variants and the picoMAX® eCOM Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ 
“pinstrip pluggable” version; go online or call. Header, Through Hole Right Angle 
No. of Price Each @ 733-362 2 2.54mm 250V 4A 79K2155 1.03 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ @ 0733-0366 6 2.54mm 250V 4A 79K2157 2.75 
Header, Through Hole Right Angle @ 733-368 8 2.54mm 250V 4A 79K2158 3.68 
@ 2091-1422 2 3.5mm 160V 10A 54W3762 0.80 
@ 2091-1423 3 3.5mm 160V 10A 54W3764 1.15 
> CONTINUED > > CONTINUED > 
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Terminal Block Headers & Sockets (CONT.) 


CONNECTORS & ACCESSORIES 


TERMINAL BLOCKS — PLUG & SOCKET 


Terminal Block Headers & Sockets (CONT.) 


No. of Price Each No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ 

Header, Through Hole Vertical Header, Through Hole Vertical 

@ 733-332 2 2.54mm 250V 4A 79K2149 = @ 231-134/001-000 4 5mm 400V 12A 79K2191 2.06 

@ 733-334 4 2.54mm 250V 4A 79K2150 = @ 231-332/001-000 2 5.08mm 320V 12A 79K2208 1.03 

@ 733-336 6 2.54mm 250V 4A 79K2151 = @ 231-334/001-000 4 5.08mm 320V 12A 79K2209 2.05 

@ 0733-0338 8 2.54mm 250V 4A 79K2152 = @ 231-336/001-000 6 5.08mm 320V 12A 79K2210 3.16 

@ 733-340 10 2.54mm 250V 4A 79K2153 oa @ 231-340/001-000 10 5.08mm 320V 12A 79K2212 4.82 
PIM_5518471 @ 231-342/001-000 12 5.08mm 320V 12A 79K2213 0.89 

PIM_5511665 


PCB Fabrication & 


Assembly 


Quality U.S.-based manufacturers —as fast 
as 48-hour turnaround! 


element14.com/designcenter 


PIM_5624867 


231 SERIES PLUGS AND HEADERS 


WAGD. 

AGG 
RoHS _ 
Compliant 
Available 


Female Connector Straight Header 


Pluggable printed circuit board mount terminal blocks feature CAGE CLAMP® spring pressure wiring technology. 
Rated 600V/5A, 300V/15A. Connectors accept 28-12 AWG wire. Insulation housing: polyamide 6.6 to UL94V-0 
(rated 105° C). Current bar is lead-free tin-plated copper alloy. Clamp is stainless steel. 


No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current StockNo. | 1-24+ 
28 AWG-12 AWG 
@ 231-102/026-000 2 5mm 320V 16A 79K2181 3.18 
@ 231-302/026-000 2 §.08mm 320V 16A 28K2081 3.18 
@ 231-104/026-000 4 5mm 320V 16A 79K2182 5.58 
@ 231-304/026-000 4 §.08mm 320V 16A 79K2200 5.58 
@ 231-106/026-000 6 5mm 320V 16A 79K2183 8.05 
@ 231-306/026-000 6 §.08mm 320V 16A 79K2201 8.05 
@ 231-108/026-000 8 5mm 320V 16A 79K2184 10.53 
@ 231-308/026-000 8 5.08mm 320V 16A 79K2202 10.53 
@ 231-110/026-000 10 5mm 320V 16A 79K2185 12.93 
@ 231-310/026-000 10 5.08mm 320V 16A 79K2203 12.93 
@ 231-112/026-000 12 5mm 320V 16A 79K2186 15.47 
@ 231-312/026-000 12 5.08mm 320V 16A 79K2204 15.47 
@ 231-316/026-000 16 5.08mm 320V 16A 79K2205 19.69 
Price Each 
Mfg. Part No. Stock No. | 1-4-24+ 
@ 231-131 28K7875 0.38 
PIM_84613 
Terminal Block Headers & Sockets 
No. of Price Each 
Mfg. Part No. Positions Pitch StockNo. | 1-24+ 
Header 
@ 231-338/001-000 8 5.08mm 79K2211 3.83 
PIM_5518470 
Terminal Block Headers & Sockets 
> CONTINUED > 
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256 SERIES CAGE-CLAMP® PCB TERMINAL BLOCKS 
WITH OPERATING LEVERS 


WAGo’ 

AGO 
RoHS 
Compliant 
Available 


Printed circuit board mount terminal blocks feature convenient lever-operated CAGE CLAMP® spring pressure 
wiring technology. Rated 600V/5A, 300V/15A. Accept 28-12 AWG wire. Grey insulation housing: polyamide 6.6 


to UL94V-0 (rated 105° C). Current bar is lead-free tin-plated copper alloy. Clamp is stainless steel. Other colors 
are available; go online or call . 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current StockNo. | 1-24 _ 

Through Hole 45°, 28 AWG-12 AWG 

@ 256-402 2 5.08mm 320V 24A 79K2068 2.02 

@ 256-403 3 5.08mm 320V 24A 79K2069 2.89 

@ 256-404 4 5.08mm 320V 24A 79K2070 3.55 

@ 256-405 5 5.08mm 320V 24A 79K2071 441 

@ 256-406 6 5.08mm 320V 24A 79K2072 4.93 

@ 256-408 8 5.08mm 320V 24A 79K2074 6.61 

@ 256-424 24 5.08mm 320V 24A 79K2079 17.42 
PIM_84648 


236 SERIES SINGLE LEVEL AND 736 TWO-LEVEL CAGE 
CLAMP® PCB TERMINAL BLOCKS 


WAGaG 

(ABE 
RoHS 
Compliant 
Available 


236 Series 736 Series 


Printed circuit board mount terminal blocks feature CAGE CLAMP® spring pressure wiring technology. Mfg. 
part no. 236 is rated 600V/5A, 300V/15A. Mfg. part no. 736 is rated 300V/10A. Connectors accept 28-12 AWG 
wire. Insulation housing: polyamide 6.6 to UL94V-0 (rated 105° C). Current bar is lead-free tin-plated copper 


alloy. Clamp is stainless steel. 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current StockNo. | 1-244 _ 
Through Hole 45°, 28 AWG-12 AWG 
@ 236-402 2 5.08mm 320V 24A 79K2058 1.67 
@ 236-403 3 5.08mm 320V 24A 79K2059 2.31 
@ 236-404 4 5.08mm 320V 24A 79K2060 3.01 
@ 236-406 6 5.08mm 320V 24A 79K2061 3.89 
@ 736-108 8 5mm 320V 21A 79K2164 9.37 
236-408 8 5.08mm 320V 24A 28K2132 5.57 
@ 736-112 12 5mm 320V 21A 79K2166 13.75 
@ 236-412 12 5.08mm 320V 24A 79K2064 7.86 


PIM_84649 
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CONNECTORS & ACCESSORIES 


TERMINAL BLOCKS — PLUG & SOCKET 


233 AND 218 SERIES MICRO PCB TERMINAL BLOCKS 


WAEo 


218 series 


233 series 
These fine-pitch PCB terminal blocks feature Cage Clamp® spring pressure termination technology and 


convenient operators for opening the spring. 233 series features “momentary” lever operation, while the low- 
profile 218 series features a “maintained” slide mechanism that allows you to open the springs of multiple poles 
at once for easier wiring. Both accept 28-20AWG solid or stranded conductors and are rated for 150V /4A. 
Additional pole configurations available; go online or call. 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current StockNo. | 1-24+ _ 

Through Hole 30°, 28 AWG-20 AWG 

@ 233-402 2 2.54mm 160V 6A 28K9075 1.46 

@ 233-403 3 2.54mm 160V 6A 28K9076 2.01 

@ 233-404 4 2.54mm 160V 6A 28K9077 2.68 

@ 233-405 5 2.54mm 160V 6A 28K9078 3.13 

@ 233-406 6 2.54mm 160V 6A 28K9079 3.57 

@ 233-410 10 2.54mm 160V 6A 28K9082 5.50 

Through Hole 30°, 28 AWG-20 AWG, Push-Button 

@ 233-505 5 2.54mm 160V 6A 79K2051 3.69 

@ 233-506 6 2.54mm 160V 6A 79K2052 4.33 

@ 233-508 8 2.54mm 160V 6A 79K2053 5.44 

@ 233-510 10 2.54mm 160V 6A 79K2054 7.11 

@ 233-512 12 2.54mm 160V 6A 79K2055 7.80 

@ 233-516 16 2.54mm 160V 6A 79K2056 10.37 

@ 233-524 24 2.54mm 160V 6A 79K2057 15.52 

Through Hole 40°, 28 AWG-20 AWG 

@ 218-102 2 2.54mm 160V 6A 28K7677 2.29 

@ 218-103 3 2.54mm 160V 6A 28K7678 3.22 

@ 218-104 4 2.54mm 160V 6A 28K7679 3.95 

@ 218-106 6 2.54mm 160V 6A 28K7681 5.76 

@ 218-108 8 2.54mm 160V 6A 28K7682 7.61 

@ 218-112 12 2.54mm 160V 6A 28K7684 10.97 
PIM_84647 


OMNIMATE S2C SERIES 3.5MM PITCH PCB PLUG-  Wajdmiiller = 


IN PIN HEADERS 
RoHS 
Gop einpian 
Available 


PUSH IN 
@ Plug-in direction is perpendicular or parallel to the 


Features: 
@ High-temperature-resistant male header 


@ Finger-safe circuit board (180° / 90°) 
© Can be plugged into female plug B2CF 3.50 
No. of Price Each 

Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-9+ 
Header, Through Hole Right Angle 
@ 1289270000 6 3.5mm 200V 13.4A 62W2634 1.52 
@ 1289280000 8 3.5mm 200V 13.4A 62W2635 0.76 
@ 1289290000 10 3.5mm 200V 13.4A 62W2636 2.52 
@ 1289300000 12 3.5mm 200V 13.4A 62W2637 3.09 
@ 1289310000 14 3.5mm 200V 13.4A 62W2638 2.79 
@ 1289320000 16 3.5mm 200V 13.4A 62W2639 3.97 
@ 1289340000 20 3.5mm 200V 13.4A 62W2641 5.26 
Header, Through Hole Vertical 
@ 1290040000 6 3.5mm 200V 13.4A 62W2702 1.41 
@ 1290050000 8 3.5mm 200V 13.4A 62W2703 1.88 
@ 1290060000 10 3.5mm 200V 13.4A 62W2704 a 
@ 1290070000 12 3.5mm 200V 13.4A 62W2705 2.81 
@ 1290080000 14 3.5mm 200V 13.4A 62W2706 oe 
@ 1290090000 16 3.5mm 200V 13.4A 62W2707 4.91 
@ 1290120000 20 3.5mm 200V 13.4A 62W2709 4.80 
PIM_5465311 
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Custom 
Rocker Switches 


Designed with your choice of: 
color, text, logo, icon 


Call 800.463.9275 or email: 
customswitches@newark.com 


PIM_5624877 


SL-SMT SERIES 3.5MM PITCH PCB PLUG-IN PIN 
HEADERS 


Weidmiiller 2= 


RoHS — 
Compliant 
Available 


SL-SMT 3.5/90° 


SL-SMT 3.5/180° 

SL-SMT series high-temperature-resistant, closed PCB plug-in pin headers in choice of 90° angled or 180° 
straight orientation. Omnimate range 3.5mm pitch is ideal for miniaturization and high-density applications. 
Tin-plated copper/tin 3.2mm solder pins are suitable for thru-hole reflow and wave soldering. Housing is molded 


from black, LCP GF material with a flammability rating of UL94V-0. UL 1059 and CSA C22.2 rated: 300V, 10A; 
DIN IEC rated: 250V, 15A .UL recognized, CSA certified. 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current StockNo. | 1-9+ 

Header, Through Hole Right Angle 

@ 1841630000 2 3.5mm 320V 15A 21M1030 0.63 

@ 1841650000 4 3.5mm 320V 15A 21M1031 4.11 

@ 1841690000 8 3.5mm 320V 15A 21M1035 2.04 

@ 1841710000 10 3.5mm 320V 15A 21M1037 2.81 
Header, Through Hole Vertical 

®@ 1842320000 2 3.5mm 320V 15A 21M1092 0.63 

®@ 1842330000 3 3.5mm 320V 15A 21M1093 0.84 

®@ 1842340000 4 3.5mm 320V 15A 21M1094 ils] 

@ 1842360000 6 3.5mm 320V 15A 21M1096 1.69 
PIM_190419 

SL-SMT SERIES 5.08MM PITCH PCB PLUG-IN PIN Weidmiiller ye 


HEADERS 

WG 

Gee tinaian 
Available 


SL-SMT 5.08/90° 
SL-SMT 5.08/180° 


SL-SMT series high-temperature-resistant, closed PCB plug-in pin headers in choice of 90° angled or 180° 
straight orientation. Omnimate range 5.08mm pitch is ideal for miniaturization and high-density applications. 
Tin-plated copper/tin 3.2mm solder pins are suitable for thru-hole reflow and wave soldering. Housing is molded 
from black, LCP GF material with a flammability rating of UL94V-0. UL 1059 and CSA C22.2 rated: 300V, 15A; 
DIN IEC rated: 400V, 19A. UL recognized, CSA certified. 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-9+ 
Header, Through Hole Right Angle 
@ 1780180000 2 5.08mm 300V 15A 61K8723 0.96 
@ 1780200000 4 5.08mm 300V 15A 21M0135 1.01 
@ 1780220000 6 5.08mm 300V 15A 21M0137 1.55 
@ 1780240000 8 5.08mm 300V 15A 21M0139 1.86 
@ 1780260000 10 5.08mm 300V 15A 21M0141 — 
Header, Through Hole Vertical 
@ 1838210000 2 5.08mm 300V 15A 21M0838 0.57 
@ 1838270000 8 5.08mm 300V 15A 21M0844 2.04 
> CONTINUED > 
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SL-SMT SERIES 5.08MM PITCH PCB PLUG-IN PIN HEADERS (CONT.) 


© 1838290000 10 5.08mm 300V 15A 21M0846 2.55 
PIM_190418 
3.5mm PITCH SOCKET CONNECTORS Weidmiiller = 


BL 3.5/180° BLZF 3.5/180° 
f | i(Fe | 
Se tt 4 
1 3 " ! = i) 27 13.0 SSS 
7.9 beacR 227 
BL 3.5/90°/270° 21.9 
1 8 3 | BLZF 3.5/180° 
. : RoHS _ 
asi as 
@ 3 Wire Connection Styles: Screw Clamp, Tension — @ Molded from Black PBT Material 
Clamp, and IDC. with V-0 Flammability Rating 


Mate with all 3.5mm pin headers; order separately. BL series socket connectors feature a gastight, vibration- 
resistant clamping yoke wire termination and are rated for 300V, 10A (28-14AWG) per UL. BLZF series socket 
connectors feature time-saving tension clamp wire termination and is rated for 300V, 10A (26-14AWG) per UL. 


No. of Price Each 

Mfg. Part No. Positions Pitch Voltage Current StockNo. | 1-9% _ 
28 AWG-14 AWG, BL 3.5/270, Screw Clamp, Clamping Yoke 
@ 1639710000 3 3.5mm | 300V 10A 10B7254 0.75 
28 AWG-14 AWG, BL 3.5/180, Screw Clamp, Clamping Yoke 
@ 1615670000 2 3.5mm 300V 10A 92F3972 1.42 
@ 1615680000 3 3.5mm 300V 10A 92F3973 3.49 
@ 1615690000 4 3.5mm 300V 10A 92F3974 4.65 
@ 1614090000 5 3.5mm 300V 10A 10B6594 2.29 
@ 1610180000 6 3.5mm 300V 10A 16F 4357 4.20 
@ 1615700000 8 3.5mm 300V 10A 16F4358 8.36 
®@ 1610200000 10 3.5mm 300V 10A 16F4359 6.76 
®@ 1615730000 12 3.5mm 300V 10A 92F3975 —= 
@ 1615770000 16 3.5mm 300V 10A 92F3977 9.51 
28 AWG-14 AWG, BL 3.5/180F, Screw Clamp, Clamping Yoke with Screw Flange 
@ 1615780000 2 3.5mm 300V 10A 92F3978 1.80 
@ 1615790000 3 3.5mm 300V 10A 92F3979 2.52 
@ 1615800000 4 3.5mm 300V 10A 26M8334 3.30 
@ 1615820000 6 3.5mm 300V 10A 10B6626 4.58 
28 AWG-14 AWG, BL 3.5/90, Screw Clamp, Clamping Yoke 
@ 1638790000 3 3.5mm 300V 10A 10B7207 2.22 
26 AWG-14 AWG, BLZF 3.5/180, Tension Clamp 
© 1690420000 2 3.5mm 300V 10A 1309322 0.52 
@ 1690440000 4 3.5mm 300V 10A 1309324 3.13 
PIM_31977 


Vendor Approved Modification 
Panel Meters and Switches designed to your specs 
Choose your own colors, text, and logo 


ISO certified lab with a Certificate of Conformance 
included with your order 


Call 800 859 1257 
Email: panelmeters@newark.com 


PIM_5795298 


1.800.463.9275 © newark.com 
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TERMINAL BLOCKS — PLUG & SO 


5.00/5.08mm PITCH SOCKET CONNECTORS 


Weidmiiller = 


BLZP 5.00/5.08 90° BLZP 5.00/5.08 270° 


BLZP 5.00/5.08 180° 


BLT 5.00/5.08 180° 


RoHS _ 
Compliant 
Available 


BLZF 5.00/5.08 180° 
BL 5.00/5.08 180° 


5.00mm and 5.08mm pitch nonlocking socket connectors offer free choice of wire connection style: clamping 
yoke, leaf spring, screw clamp, tension clamp, top-entry and IDC versions. Mate with 5.00 and 5.08mm pin 
headers; order separately, go online or call. BLZ, BLZF, and BLTseries connectors are molded from black PBT 
material with a V-0 flammability rating. BL series connectors are molded from PA material with a V-2 flammability 
rating. Locking versions available; go online or call. 

BLZP 5.00/180, SCREW CLAMP; CLAMPING YOKE, 180° ORIENTATION, NONLOCKING 

BLZP series socket connectors feature a gastight, vibration-resistant clamping yoke wire termination. UL rated 
for 300V, 15A, 26-12 AWG. 

BL series socket connectors feature a reliable leaf spring screw clamp wire termination for low-cost commercial 
applications. UL rated for 300V, 10A, 22-12 AWG. 


No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-9+ 
30 AWG-12 AWG, BLZP 5.08/270, Screw Clamp, Clamping Yoke 
@ 1949110000 1 5.08mm 400V 15.5A 05P4477 7.28 
@ 1949160000 16 5.08mm 400V 15.5A 05P4482 = 
30 AWG-12 AWG, BLZP 5.08/180, Screw Clamp, Clamping Yoke 
@ 1943820000 3 5.08mm 400V 19A 05P4055 2.04 
@ 1943830000 4 5.08mm 400V 19A 05P4056 2.74 
@ 1943840000 5 5.08mm 400V 19A 05P4057 3.42 
@ 1943850000 6 5.08mm 400V 19A 05P4058 4.10 
@ 1943870000 8 5.08mm 400V 19A 05P4060 5.79 
@ 1943890000 10 5.08mm 400V 19A 05P4062 6.98 
30 AWG-12 AWG, BLZP 5.00/270, Screw Clamp, Clamping Yoke 
@ 1959060000 6 5mm 400V 15.5A 05P4926 3.88 
30 AWG-12 AWG, BLZP 5.00/180, Screw Clamp, Clamping Yoke 
@ 1955560000 3 5mm 400V 19A 05P4683 2.01 
@ 1955550000 4 5mm 400V 19A 05P4682 2.49 
@ 1955520000 7 5mm 400V 19A 05P4679 417 
@ 1955510000 8 5mm 400V 19A 05P4678 477 
30 AWG-12 AWG, BLZP 5.00/90, Screw Clamp, Clamping Yoke 
@ 1958590000 8 5mm 400V 15.5A 05P4879 6.02 
26 AWG-12 AWG, BLZ 5.08/180, Screw Clamp, Clamping Yoke 
@ 1526410000 2 5.08mm 400V 19A 10B6044 2.63 
@ 1526510000 3 5.08mm 400V 19A 10B6045 3.79 
26 AWG-12 AWG, BL 5.08/180, Screw Clamp, Leaf-Sprin 
@ 1716480000 3 5.08mm 300V 10A 1309681 BS 
@ 1716500000 5 5.08mm 300V 10A 17M9376 6.48 
@ 1716510000 6 5.08mm 300V 10A 26M8344 2.68 
26 AWG-14 AWG, BLZ 5.08/180, Screw Clamp, Clamping Yoke 
1501710000 24 5.08mm 400V 17A 1307247 31.91 
26 AWG-14 AWG, BLT 5.08/180, TOP Screw Connection 
@ 1499510000 2 5.08mm 400V 17A 26M8325 2.42 
1499610000 3 5.08mm 400V 17A 10B5841 4.06 
1499710000 4 5.08mm 400V 17A 10B5842 7.20 
1499810000 5 5.08mm 400V 17A 10B5843 7.03 
1499910000 6 5.08mm 400V 17A 10B5844 8.12 
1500110000 8 5.08mm 400V 17A 10B5847 11.13 
@ 1500310000 10 5.08mm 400V 17A 10B5849 13.91 
@ 1500510000 12 5.08mm 400V 147A 10B5851 16.69 
1500910000 16 5.08mm 400V 17A 10B5857 23.24 
26 AWG-14 AWG, BL 5.00/180, Screw Clamp, Leaf-Spring 
@ 1730710000 3 5mm 300V 10A 1309884 ex 
22 AWG-12 AWG, BLZ 5.00/90, Screw Clamp, Clamping Yoke 
@ 1636970000 10 5mm 300V 15A 16F 4381 9.30 
PIM_5247 
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CONNECTORS & ACCESSORIES 


TERMINAL BLOCKS — PLUG & SOCKET 


8113 AND 8213 SERIES SCREW CLAMP 
PLUGGABLE PC BOARD TERMINAL BLOCKS AND 
SOCKETS 


vs wieland 


RoHS — 
ct <3 Compliant 
Available 


Vertical Socket 


Plug 


8113 and 8213 series 2-piece, plug-in terminal strips provide quick-connect and disconnect of PC board wiring. 
Available in horizontal or vertical configurations. All metal parts are recessed or enclosed in the insulating body 


to provide circuit protections and dead-front safety. Insulating housings are made of polyamide 6.6 and rated 
UL94V-0. Captive nickel-plated brass screws are secured against loosening. Contact springs and solder pins 
are tin-plated bronze. Rated 300V, 15A, 12 AWG. Additional pole configurations (2 to 24 poles), unmarked parts, 
and 5mm and 5.08mm left- and-right marked vertical plugs are available in both 8113 and 8213 series; go online 
or call. UL recognized, CSA certified, VDE approved. 
No. of | Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ 
22 AWG-12 AWG, Plugs, Right-Angle, Unmarked 
@ 25.340.3353.0 3 5.08mm 300V 15A 04F1695 3.07 
@ 25.340.3653.0 6 5.08mm 300V 15A 04F 1698 6.92 
22 AWG-12 AWG, Plugs, Right-Angle, Marked 
@ 25.340.0253.0 2 5.08mm 300V 15A 59K9270 2.58 
@ 25.340.0353.0 3 5.08mm 300V 15A 59K9271 1.35 
@ 25.340.0453.0 4 5.08mm 300V 15A 59K9272 5.17 
@ 25.340.0553.0 5 5.08mm 300V 15A 59K9273 5.77 
@ 25.340.0653.0 6 5.08mm 300V 15A 59K9274 7.74 
@ 25.340.0853.0 8 5.08mm 300V 15A 59K9275 10.33 
@ 25.340.1053.0 10 5.08mm 300V 15A 59K9276 12.91 
@ 25.340.1253.0 12 5.08mm 300V 15A 59K9277 15.49 
@ 25.340.1653.0 16 5.08mm 300V 15A 59K9278 18.44 
12 AWG, Plugs, Right-Angle, Marked 
@ 25.320.0253.1 2 5mm 300V 15A 59K9259 2.58 
@ 25.320.0353.1 3 5mm 300V 15A 59K9260 3.87 
@ 25.320.0453.1 4 5mm 300V 15A 59K9261 5.17 
@ 25.320.0553.1 5 5mm 300V 15A 59K9262 5.77 
@ 25.320.0653.1 6 5mm 300V 15A 59K9263 6.92 
@ 25.320.0753.1 7 5mm 300V 15A 59K9264 8.07 
@ 25.320.0853.1 8 5mm 300V 15A 59K9265 9.22 
@ 25.320.1053.1 10 5mm 300V 15A 59K9266 41.53 
@ 25.320.1253.1 12 5mm 300V 15A 59K9267 13.83 
@ 25.320.2053.1 20 5mm 300V 15A 59K9269 23.05 
@ 25.320.2453.1 24 5mm 300V 15A 87F6748 27.66 
PIM_59886 
Terminal Block Headers & Sockets 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ 
Header, Through Hole Right Angle, Unmarked 
@ 25.332.3253.1 2 5mm 300V 15A 46F3347 0.87 
@ 25.332.3353.1 3 5mm 300V 15A 46F3348 1.03 
@ 25.332.3453.1 4 5mm 300V 15A 46F3349 1.55 
@ 25.332.3653.1 6 5mm 300V 15A 46F3351 0.42 
@ 25.332.3753.1 7 5mm 300V 15A 46F3352 2.71 
@ 25.332.3853.1 8 5mm 300V 15A 46F3353 3.10 
@ 25.332.4053.1 10 5mm 300V 15A 46F3363 3.87 
@ 25.332.4253.1 12 5mm 300V 15A 46F3365 1.89 
@ 25.332.5453.1 24 5mm 300V 15A 89F167 9.28 
Header, Through Hole Right Angle, Unmarked, Closed 
@ 25.352.3253.0 2 5.08mm 300V 15A 87F6750 0.87 
@ 25.352.3353.0 3 5.08mm 300V 15A 87F6751 1.03 
@ 25.352.3453.0 4 5.08mm 300V 15A 87F6752 1.55 
@ 25.352.3653.0 6 5.08mm 300V 15A 87F6754 2.32 
@ 25.352.3853.0 8 5.08mm 300V 15A 87F6756 3.47 
@ 25.352.4053.0 10 5.08mm 300V 15A 87F6758 3.87 
@ 25.352.4253.0 12 5.08mm 300V 15A 87F6760 4.64 
Header, Through Hole Vertical, Unmarked 
@ 25.330.3253.1 2 5mm 300V 15A 87F6879 0.69 
@ 25.330.3353.1 3 5mm 300V 15A 87F6880 1.03 
@ 25.330.3453.1 4 5mm 300V 15A 87F6881 1.55 
@ 25.330.3653.1 6 5mm 300V 15A 87F6883 2.32 
@ 25.330.3853.1 8 5mm 300V 15A 87F6885 3.10 
@ 25.330.4053.1 10 5mm 300V 15A 87F6887 3.87 
> CONTINUED > 
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Terminal Block Headers & Sockets (CONT.) 


No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current StockNo. | 1-24 _ 

Header, Through Hole Vertical, Unmarked 

@ 25.330.4253.1 12 5mm 300V 15A 87F6889 4.64 
@ 25.350.3316.0 3 5.08mm 250V 12A 09R2826 1.03 
@ 25.350.3516.0 5 5.08mm 250V 12A 09R2830 il 
Header, Through Hole Vertical, Unmarked, Closed 

@ 25.350.3253.0 2 5.08mm 250V 12A 87F6763 0.87 
@ 25.350.3353.0 3 5.08mm 250V 12A 87F6764 1.30 
@ 25.350.3453.0 4 5.08mm 250V 12A 87F6765 Ans 
@ 25.350.3653.0 6 5.08mm 250V 12A 87F6767 2.32 
@ 25.350.3853.0 8 5.08mm 250V 12A 87F6769 3.10 
@ 25.350.4053.0 10 5.08mm 250V 12A 87F6784 — 

@ 25.350.4253.0 12 5.08mm 250V 12A 87F6786 0.83 
PIM_5518467 
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PIM_5795288 


8135 AND 8235 SERIES 35° ANGLED MODULAR PC 


“s wieland 
BOARD TERMINAL BLOCKS 


RoHS — 
Compliant 
Available 


35° angle wire entry ideal for limited-space applications. Modular 2- and 3-pole units assemble to form any pole 
configuration. Field wiring rated 300VAC, 20A, 12-22AWG; factory wiring 300VAC, 30A, 12-30AWG. Body is 


polyamide 6.6 rated UL94V-0. Clamping screws are dichromated steel. Clamping body is nickel plated copper 
alloy. Color: gray. UL recognized, CSA certified, VDE approved. Also available in 2- to 24-pole configurations, 
with or without insulating plate, with or without fixing bolt, and in marked or unmarked versions; go online or call 
for versions not listed below. 

No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ 

Through Hole 35°, 22 AWG-12 AWG 

@ 25.521.0253.0 2 5mm 300V 30A 50F3545 0.95 

@ 25.523.0253.0 2 5.08mm 300V 30A 59K9285 0.95 

@ 25.521.0353.0 3 5mm 300V 30A 50F3546 0.35 

@ 25.523.0353.0 3 5.08mm 300V 30A 59K9286 1.42 
PIM_5230 


WIECON 8142 Z SERIES SNAP-IN PCB 


“s wieland 
CONNECTORS 


RoHS _ 
Compliant 
Available 


Pin Strip 


Snap-in Connector 


Features: 

© Ratings: 300V, 1.5A 
© Spacing: 5mm 

© PCB screw terminal 
@ Raising cage clamp 


@ Wire Range: 20-14 AWG 

© Wire Strip Length: 6mm 

© Screw Size: M3 

© Pin Strip Header Pin Diameter: 1.3mm 


> CONTINUED > 
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TERMINAL BLOCKS — PLUG & SOCKET 


WIECON 8142 Z SERIES SNAP-IN PCB CONNECTORS (CONT.) D-SUB CONNECTOR-TO-TERMINAL BLOCK INTERFACES 


The Wieland snap-in connector was designed for wall mount control devices. The snap-in connector portion 
snaps into the baseplate while the pin strip and PCB stay with the controller housing separating the wiring 


= TE 


connectivity 


operation from the installation. Connectors are approved for multiple wires and feature rising cage wire clamp 
technology. Pin strips are available for either through hole or reflow high-temp solder technologies. Ideally suited AUTHORIZED DISTRIBUTOR 
for wall mount or panel | RoHS 
mount HVAC control system. 300V/1.5A, UL recognized, CSA approved. complain 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-24+ 
Through Hole Right Angle, 20 AWG-14 AWG 
@ 25.613.2256.1 2 Smm 1kV 1.5A 45X9595 0.87 
@ 25.613.2356.1 3 5mm 1kV 1.5A 45X9596 aeoi 
613.2456. 4 5mm 1kV 1.5A 45X9597 1.74 
wies.015. 2490 Metal shielded male connector mates with EMI-RFI cable and screw position with grounding path to connector 


PIM_212131 shell. Connectors gold over nickel-plated brass, with 94-0 thermoplastic polyester housing and tin-plated 
shells. Wire range 12-22AWG. Mount 2TK, and 2TKD series SNAPTRACK® systems; order separately. 
Terminal Block Headers & Sockets Price Each 
naeak Price Each Mfg. Part No. Convert From cu To _ Stock No. | 1-139+ 
Mfg. Part No. Bacticns Pitch Voltage Gurvent Gaeth, Fee | @ 1776606-1 | D Sub 25 Position Plug | Screw Type 26 Position Terminal Block | 52K3433 = 

Header, Through Hole Vertical @ 1546695-1 | D Sub 37 Eostian Plug | Screw Type 38 Esl ion denne! Block | 96K3416 —_ 

© 25.530 3225.0 2 5mm 300V 15A 50F3577 0.40 @ 1776613-1 | D Sub 50 Eoene Plug | Screw Type 51 Pos! iy Terminal Block | 02M6923 — 
sasmcen [oe or | oto a et 
@ 25.530.3425.0 4 5mm 300V 15A 59K9214 0.71 

@ 25.530.3525.0 5 Smm 300V 15A 50F3580 0.89 edad 

@ 25.530.3625.0 6 Smm 300V 15A 59K9215 1.07 

@ 25.530.3725.0 7 5mm 300V 15A 50F3582 feeb) D-SUBMINIATURE CONNECTORS FOR FIELD L= Cem Global 

@ 25.530.3825.0 8 5mm 300V 15A 59K9216 0.97 TERMINATION = Connectivity 
@ 25.530.3925.0 9 Smm 300V 15A 50F3584 1.60 Eeatinp rant 
@ 25.530.4025.0 10 5mm 300V 15A 50F3585 1.99 Available 
@ 25.530.4125.0 1 5mm 300V 15A 95F6014 1.95 

@ 25.530.4225.0 12 5mm 300V 15A 59K9217 2.13 
PIM_5518480 


FLAT CABLE CONNECTOR-TO-TERMINAL BLOCK 
INTERFACES 


DGBH15T 


DGB9FT 


AUTHORIZED DISTRIBUTOR 


® Easily terminate DB9 or SVGA/HD15 female 
connectors in the field, no crimping or soldering 
required 

@ Panel mountable for thicknesses of up to 0.062” 


® Terminal block allows for simple, quick wiring 
changes 

© Gold plated contacts provide reliable connections 
with repeated mating cycles 


RoHS _ 
Compliant 
Available 


The DGB9FT field termination female connector provides an easy and convenient way to perform field 
termination of any DB9 cable. Separate connection points are provided for all 9 positions of the connector. 
Terminal block design with set screws provides reliable electrical connections utilizing no special tools. The 
; terminal block area is clearly marked making proper termination virtually foolproof. Panel mountable for 
Pig, thickness up to 0.062”. 
—= Shell Termination Price Each 
/ Mfg. Part No. Size Type Stock No. 1+ 
Feature 4-sided notched sockets to provide correct polarity connections. Rated 1A. System consists of gold Receptacle, Metal Body 
over nickel-plated, 94-0 thermoplastic header; gold over nickel-plated beryllium copper strain relief connector @ DGBH15FT | DE-15 Screw 88M3723 25.56 
for 26-30 AWG solid, 28 AWG stranded wire range; 12-22 AWG wire range terminal block with 3-48 screws. Fit z 
2TK and 2TDK series SNAPTRACK® systems; order separately. @DGEIFT DE-9 Sere SEMSIZS 20.30 
Price Each PIM_110602 
Mfg. Part No. Convert From Convert To Stock No. 1-9+ 
@ 2M10FCL IDC 10 Position Plug | Screw Type 10 Position demas) Block | 16M2857 — RI-IDC RAIL MOUNT IDC TRANSITION MODULES Weidmiiller eS 
@ 1776625-1 | IDC 16 Position Plug | Screw Type 16 Position Terminal Block | 16M2861 — one 
@ 1776630-1 | IDC 26 Position Plug | Screw Type 26 Position Terminal Block | 16M2864 61.66 Geatinpian 
@ 1776642-1 | IDC 50 Position Plug | Screw Type 50 Position Terminal Block | 16M2868 aa Avaliable 
PIM_5194 277" 
(70) 
2.77" 
a — Lr-| 
Rl-series modules feature four accessory pads per line for installation of potentiometers, resistors, diodes or 
a DIP switches. Mount on TS 32 or T 35 rail, ordered separately. Tension clamps available; go online or call. 
Dev Kit HQ Price Each 
Mfg. Part No. Convert From Convert To Stock No. 1+ 
914893 IDC 20 Position Plug | Screw Type 21 Position Terminal Block | 90F7869 140.14 
Find the Newest Development @ 914894 IDC 26 Position Plug | Screw Type 27 Position Terminal Block | 90F7870 = 
. . @ 914896 IDC 34 Position Plug | Screw Type 35 Position Terminal Block | 90F7872 — 
aes eerie Boards from 914898 IDC 50 Position Plug | Screw Type 51 Position Terminal Block | 90F7874 — 
Op ouppllers @ 914899 IDC 60 Position Plug | Screw Type 61 Position Terminal Block | 90F7875 | 165.62 
PIM_5243 


newark.com/dev-kits 
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CONNECTORS & ACCESSORIES 


Embedded 


Design Tools 


IDEs, Compilers, Debuggers, 
Programming Tools and more 
for MCU/DSP/FPGA. 


element14.com/designcenter 


PIM_5624824 


RD SERIES D-SUB TRANSITION MODULES 


Weidmiiller = 


RoHS — 
Compliant 
Available 


Designed to make point-to-point connection between discrete wire transition modules and D-sub, card edge, 
IDC, or DIP connectors. Tension clamps available; go online or call. 
Price Each 
Mfg. Part No. Convert From Convert To Stock No. 1-9+ 
910644 D Sub 15 Position Plug | Screw Type 16 Position Terminal Block | 90F7883 — 
Plugs With Jack Screws 
910648 D Sub 25 Position Plug | Screw Type 26 Position Terminal Block | 90F7884 — 
910642 D Sub 37 Position Plug | Screw Type 38 Position Terminal Block | 90F7885 | 101.49 
@ 911884 D Sub 50 Position Plug | Screw Type 51 Position Terminal Block | 17M6719 = 
910638 D Sub 9 Position Plug | Screw Type 10 Position Terminal Block | 90F7882 36.76 
Sockets With Jack Screws 
912393 D Sub 15 Position Plug | Screw Type 16 Position Terminal Block | 90F7878 = 
910645 D Sub 25 Position Plug | Screw Type 26 Position Terminal Block | 90F7879 | 102.31 
910640 D Sub 37 Position Plug | Screw Type 38 Position Terminal Block | 90F7880 = 
911886 D Sub 50 Position Plug | Screw Type 51 Position Terminal Block | 51F1814 | 234.28 
910641 D Sub 9 Position Plug | Screw Type 10 Position Terminal Block | 90F7877 62.00 
PIM_5242 
DIN RAIL MOUNT MAINTENANCE OUTLET Weidmiiller es 


RoHS 
Compliant 
Available 


120VAC, 15A single outlet for mounting on TS35 and TS32 DIN rails. Ideal for use in control cabinets, power 
computers, test equipment, lights, power tools. Feed AC power to terminal block and tap output from both outlet 
and terminals for powering other devices. 


Voltage Price Each 
Current Rating 
Mfg. Part No. Gender Rating VAC Color Stock No. 1-4+ 
@ 9915480000 Receptacle 15A 120V Black 17M8652 34.13 
PIM_61874 
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Improved header provides easy access to 
search, shopping cart and account info. 
Redesigned navigation groups products into 
convenient categories. 


ATED! 
New algorithms and search results design 
get you to the right products faster. 


Redesigned product pages feature key 
information like availability and price. 
New "find similar products" helps you 
find the products you need. 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


NON-STRIPPING MULTI-CONNECTION WIRE 


CONNECTORS multicomp 


CONNECTORS & ACCESSORIES 
TERMINA\ 


SPLICES 


RoHS _ 
Compliant 
Available 


SCOTCHLOK™ IDC CONNECTORS 


DI Type | Type T Type 562 567 
Features © Water and dust resistant (IP 33) Features: - © For copper conductors only 
© No need to remove wire insulation © Absolutely free from electric shock © No wire stripping or twisting © Flame retardan 
© No need to splice the wires © As easy as 1-2-3 operation © Crimp with slip-joint pliers 
© No need for taping @ Accommodate all kinds of electric wires Price per 
These Non-Stripping Multi-Connection Wire Connectors are revolutionary products which eliminate the Pkg. 
cumbersome tasks of stripping and splicing the wires before connection, while protecting the users from the risks Mfg. Part No. AWG Size Material Color | Qty | Stock No. 1-4+ 
of being exposed to electric shock. They are also water and dust resistant without loss of electrical conductivity Quick Blade Splice, Crimp 
during the wire connection. Most of all, itis so simple and easy to use that almost anyone could use them without 
training, anywhere, anytime with ease. @ 314-BOX 22 AWG-14 AWG | Nylon (Polyamide) | White | 50 90F2058 = 
Price Each @ 557-BOX 22 AWG-16 AWG | PP (Polypropylene) | Red 100 | 44F3257 51.12 
Mfg. Part No. AWG Size Material Color | Qty | StockNo.| 1-249+ Wire Tap Splice, Crimp 
Wire Splice, DI Type @ 558-BOX 22 AWG-16 AWG | PP (Polypropylene) | Red 100 | 44F3258 58.81 
@ MCDI0021141S | 16 AWG-14 AWG | PC (Polycarbonate) | Grey 1 78X4028 0.32 Wire Tap Splice, IDC / IDT 
@MCDI002141S | 19AWG-17 AWG | PC (Polycarbonate) | Grey 1 78X4029 =e @ 562 (BOXED) 12 AWG-10 AWG | PP (Polypropylene) | Yellow | 100 | 90F6223 = 
@MCDIO01141S | 24 AWG-20 AWG | PC (Polycarbonate) | White 4 78X4027 0.14 @ 567 (BOXED) 18 AWG-14 AWG | PP (Polypropylene) | Brown | 100 | 90F6225 aly 
Wire Splice, | Type @ 564-BULK 18 AWG-14 AWG | PP (Polypropylene) | White 1 90F6224 0.33 
@ MC1005141S 11 AWG-10 AWG | PC (Polycarbonate) | Orange | 1 78X4034 0.27 @ 560 (BOXED) | 18AWG-16 AWG | PP (Polypropylene) | Blue | 100 | 95€2802 | 35.94 
@ MCI004141S 13 AWG-12 AWG | PC (Polycarbonate) | Green 1 78X4033 0.19 @ 560B (BOXED) | 18AWG-16 AWG | PP (Polypropylene) | Blue | 100 | 46F4357 = 
@ MCI003141S 16 AWG-14 AWG | PC (Polycarbonate) | Yellow 1 78X4032 0.30 PIM_5497 
@ MC1002141S 19 AWG-17 AWG | PC (Polycarbonate) | Grey 1 78X4031 ea 
@ MCI001141S 24 AWG-20 AWG | PC (Polycarbonate) | White 1 78X4030 oes SCOTCHLOK™ SELF-STRIPPING T-TAP CONNECTORS 3M 
Wire Splice, T Type 
@ MCT005141S 11 AWG-10 AWG | PC (Polycarbonate) | Orange 1 78X4040 0.70 
@McT004141S | 13 AWG-12 AWG | PC (Polycarbonate) | Green 1 78X4039 0.48 Ose 
@ MCT003141S 16 AWG-14 AWG | PC (Polycarbonate) | Yellow 1 78X4038 0.37 Available 
@ MCT0021141S | 24AWG-17 AWG | PC (Polycarbonate) | Grey 1 78X4036 0.65 @) @ 
@MCT002141S | 19 AWG-17 AWG | PC (Polycarbonate) | Grey 1 78X4037 0.23 
@MCT001141S | 24 AWG-20 AWG | PC (Polycarbonate) | White 1 78X4035 0.57 
adil © Mates with 0.250” male tab connectors, order © Sold in packages of 50. 
separately; go online or call 
Hand Crimp Tools Price per 
Price Each Pkg. 
Mfg. Part No. Stock No. | 4-244 Mfg. Part No. AWG Size Material Color | Qty | Stock No. 1+ 
Hand Wire Tap Splice, IDC / IDT 
MCXP01 78X4041 16.67 @ 953X-BOTTLE 12 AWG Nylon (Polyamide) | Yellow | 50 | 44F3229 |1198.32 
PIM. 5495285 @952X-BOTTLE | 18AWG-14AWG | Nylon (Polyamide) | Blue 50 | 44F3228 32.02 
@951X-BOTTLE | 22AWG-18AWG | Nylon (Polyamide) | Red 50 | 44F3227 14.34 
SCOTCHLOK™ CONNECTORS Seeetbin 3M eee 
Available 
COLD-APPLIED SPLICES = 
RoHS 
Ss . ee 
ad UIR uy « @ = 


UR 


Insulation displacement connectors for communications may be used on standard polyethylene wire insulation 
and polypropylene insulation of filled cable. Limited only to wire range and port size; wire sizes may be 
intermixed. Sealed moisture-resistant construction, full wire range capability, increased port sizes. Sold in 
package quantities listed below. 


Price per 
Pkg. 
Mfg. Part No. AWG Size Material Color | Qty | StockNo. | 1-4+ 
Wire Tap Splice, IDC / IDT 
@ UR2 26 AWG-19 AWG Uninsulated Red 100 3408007 pas 
@ UR-BOX 26 AWG-19 AWG Uninsulated Red 100 13H6655 — 
@ UY2(BX) 26 AWG-19 AWG Uninsulated Yellow 1 97B9567 es 
@ UY-BULK 26 AWG-22 AWG Uninsulated Yellow 1 0021489 ene 
@ UY(BX) 26 AWG-22 AWG Uninsulated | Yellow 100 98M0064 = 
PIM_6407 


1.800.463.9275 ¢ newark.com 


Seals Without Heat, Grommets, Greases or Tapes © Immersion-resistant 
® One-step crimp termination and environmental © Application flexibility 
protection © Reliable electrical performance 
® No heating required for easy, safe installation © One-piece construction 
@ Proven flame-resistant, gel-sealing technology @ Small and lightweight profile 


Cold-applied splices are designed to provide wire termination, strain relief, and protective environmental sealing 
in a single step. Excellent no-mess sealing is achieved with a non-flowing, flame-retardant sealing gel, and 
because no heat is needed, these splices can be applied in potentially hazardous aerospace and defense 
applications, such as fueled aircraft. Constructed of a transparent PVDF (polyvinylidene fluoride) insulation 
sleeve, tin-plated copper crimp splice, color-coded thermoplastic end caps and clear silicone-based sealing 
gel. Provides an immersion-resistant in-line splice on 1:1 wire from 26 to 12 AWG, nickel-, silver-, and tin- 
plated conductor, and cross-linked ETFE, TFE, and TKT conductor insulations. Operating temperature range: 
-65°C to +150°C. Meets requirements of SAE-AMS-DTL-23053/8 for insulation sleeve and the current draft of 
SAE-AS81824/12 (modified for 150°C) crimp splices. Order mfg. part no. AD-1381 cold-applied crimp tool 
separately; go online or call. 


> CONTINUED > 


elementiu 471 


CONNECTORS & ACCESSORIES 
TERMINALS & SPLICES 


COLD-APPLIED SPLICES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


POWERGEL SPLICE AND TAP KITS (CONT.) 


Price Each Price Each 
Mfg. Part No. AWG Size Color Qty Stock No. 1-24+ Mfg. Part No. Description Stock No. 1-9+ 
PVDF (Polyvinylidene Fluoride) Splice Encapsulation 
@ D-436-36-COLD 26 AWG to 20 AWG Red 1 2571062 13.01 @ GTAP-2(B72) Gel 4-Port Tap Splice Kit,14-2/0AWG 87R0901 29.78 
@ D-436-37-COLD 18 AWG to 16 AWG Blue 1 2571063 10.79 @ GTAP-2(B18) Gel 4-Port Tap Splice Kit, 14-2/0AWG 87R0900 36.16 
@ D-436-38-COLD 14 AWG to 12 AWG Yellow 1 2571064 18.93 @ GTAP-1(B18) Gel 4-Port Tap Splice Kit, 14-2AWG 87R0898 44.38 
PIM_192358 @ GTAP-1(B72) Gel 4-Port Tap Splice Kit, 14-2AWG 87R0899 27.14 
@ GILS-4/0(B18) Gel In-Line Splice Kit, 2-4/0 AWG 87R0896 41.02 
COOLSPLICE WIRE CONNECTORS @ GILS-4/0(B72) Gel In-Line Splice Kit, 2-4/0 AWG 87R0897 17.82 
Features: = TE GHFC Gel Insulating H-Frame Closures — Connector Not Included 
@ Simple push button termination connectivity A 
: ; wear Price Each 
@ Reliable and proven insulation displacement technology a +—_——_—— 
© Left/right side independent terminations AUTHORIZED DISTRIBUTOR Mfg. Part No. Description Type Stock No.|  1-1-9+ 
@ Available in unsealed and sealed versions Rolis liant @ GHFC-2-90(B10) | 2 - 2/0 AWG Main, 14 - 6 | Gel-Filled H-Frame Closure 87R0891 31.08 
© IP67 rating Avaliahie AWG Tap 
e Slim-symmetrical glossy appearance @ GHFC-2-90(B100) | 2 - 2/0 AWG Main, 14 - 6] Gel-Filled H-Frame Closure} | 87R0892 16.10 
@ Visually controlled termination AWG Tap 
eo @ GHFC-1-90(B10) [6 - 2 AWG Main, 14 - 8] Gel-Filled H-Frame Closure | | 87R0889 | 23.19 
© Current / Voltage Ratings: 2.5 Max.,230 VAC/ AWG Tap 
DC; 5A Max., 50 VAC/120 VDC @ GHFC-1-90(B100)|6 - 2 AWG Main, 14 - 8] Gel-Filled H-Frame Closure} | 87R0890 cas 
© Contact: Tin plated, copper alloy AWG Tap 
@ Housings and Pushbuttons: UL94-V0 rated plastic PIM 192393 
@ -40°C to +65°C continuous operating temperature = 
TE Coolsplice Connectors are designed to connect a 
pair of discrete wires, or a twin cord cable in line to a Terminals - Wire Splice 
pair of discrete wires or twin cord cables. Available in unsealed and sealed, color coded configurations. Factory - 
or field terminations are completed with standard pliers. The TE Coolsplice Connectors eliminates the need to Price Each 
pre-strip the insulation from the wire conductors and provides a visual controlled termination. The push connect Mfg. Part No. Material Qty Stock No. 1-9+ 
Tei ear Sener cten teas olan eee acta” Wie Salle, Cp, 2-20 ANG Ha, 14 -€ ANG Te 
y nated cuidesdacs ude © GHEC-2-90(810) Uninsulated 1 37R0891 31.08 
Mfa. Part N AWG Si Material Col Q Cran wee @ GHFC-2-90(B100) Uninsulated 1 87R0892 16.10 
emesis = a _ ly [iStock Non at: Wire Splice, Crimp, 6 - 2 AWG Main, 14 - 8 AWG Tap 
In Line Splice, IDC / IDT : 
@ GHFC-1-90(B10) Uninsulated 1 87R0889 23.19 
@ 293545-1 18 AWG-18 AWG | PC (Polycarbonate) | Transparent 1 4679553 = : 
@ GHFC-1-90(B100) Uninsulated 1 87R0890 = 
@ 293545-2 18 AWG PC (Polycarbonate) | Transparent 1 4173431 = PILEStIOD 
@ 293545-4 | 22 AWG-20 AWG | PC (Polycarbonate) Yellow 1 9378252 1.37 = 
PIM_196209 


COOLSPLICE LARGE WIRE CONNECTORS 


@ Enable a waterproof solution with an up to IPX8 rated connector 

© Tin plated, copper alloy insulation displacement contacts 

@ Easy factory or field installation using independent push button termination for left and 
right side of the connector 

@ Save installation time and eliminate the need to pre- 
strip wires with insulation displacement technology 


“ZTE 


connectivity 


AUTHORIZED DISTRIBUTOR 


Price Each 
Mfg. Part No. AWG Size Material Color Qty | Stock No. 1-9+ 
Wire Splice, IDC / IDT, Wire size 2.5/1.5 - 1.0/0.75 mm2, Not Sealed 
@ 2213600-6 | 18AWG-14 AWG | PC (Polycarbonate) | Blue, Red 1 01AC4302 0.52 
Wire Splice, IDC / IDT, Wire size 2.5/1.5 - 1.0/0.75 mm2, Sealed 
@ 2213600-3 | 18AWG-14 AWG | PC (Polycarbonate) | Blue, Red 1 01AC4299 1.33 


Wire Splice, IDC / IDT, Wire size 4.0/2.5 - 1.0/0.75 mmz2, Not Sealed 
@ 2213600-5 | 18AWG-12 AWG | PC (Polycarbonate) | Red, Yellow 1 
Wire Splice, IDC / IDT, Wire size 4.0/2.5 - 1.0/0.75 mm2, Sealed 


01AC4301 1.61 


TE CONNECTIVITY’S RAYCHEM D-200 


SERIES MINISEAL ~ 
CRIMP SPLICES 
AUTHORIZED DISTRIBUTOR 
RoHS 
% Bey 
m vailabie 
e 
D-200-83 - 
@ Ideal for wire to-wire in-line splicing @ Provides environmental protection and strain relief 
© Wire range from 26 to 12 AWG © Designed for easy installation 
© |mmersion-resistan| © Meets SAE-AS81824/1 requirements (modified for 
@ Small and lightweight 200°C applications) 


© Transparent sleeve offers inspectability 

D-200 series MiniSeal crimp splices were designed to provide an immersion-resistant in-line splice on 1:1 wires 
with nickel-plated conductors having an insulation rated for at least 135°C. Constructed of a nickel-plated copper 
alloy crimp splice with two color code rings and a heat-shrinkable, transparent blue, radiation cross-linked 
modified fluoroplymer insulation sleeve containing two meltable, environment-resistant, light blue thermoplastic 


@ 2213600-2 | 18AWG-12 AWG | PC (Polycarbonate) | Red, Yellow 1 | 01AC4298 a 

Wire Splice, IDC / IDT, Wire size 4.0/2.5 - 2.5/1.5 mm2, Not Sealed 

@ 2213600-4 | 16 AWG-12 AWG | PC (Polycarbonate) | Black, Yellow | 1 | 01AC4300 = 

Wire Splice, IDC / IDT, Wire size 4.0/2.5 - 2.5/1.5 mm2, Sealed 

@ 2213600-1 | 16 AWG-12 AWG | PC (Polycarbonate) | Blue, Yellow i 01AC4297 0.64 
PIM_5721969 


POWERGEL SPLICE AND TAP KITS 

@ For splicing, insulating, and environmentally sealing low-voltage cable splices up to 
1000V 

@ Ideal for underground and overhead applications 

@ Select in-line or 4-port tap connector with closure splice 
kits or closure only 

© Closure filled with halogen-free PowerGel silicone-based 
sealant that quickly seals, insulates and protects 

© Water and abrasion resistant 

@ Protects from moisture ingress, corrosion, and pollution 

e 

e 


ys 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


Provides a convenient means of delivering compression 
Easy installation: install connector, place closure around 
connector and snap closed 
© No tapes, special tools or mixing required 
@ Splices a wide range of cable 
e 
e 


Compatible with cable jacket materials 
Temperature range:-40°C to over 90°C. 


GILS In-Line Connector or GTAP Tap Connector with Gel Closure Splice Kits 
> CONTINUED > 
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fluoro-elastomer sealing rings. Ideal for aerospace and defense applications where performance, reliability and 
small size is essential. Meets or exceeds SAE-AMS-DTL-23053/13 (insulation sleeve only). Protects and seals 
RCW and BMS13-60 nickel-plated wires. 
Price Each 
Mfg. Part No. AWG Size | Color | Qty StockNo. | 1-24 _ 

Fluoropolymer 

@ D-200-82 26 AWG to 20 AWG Red 1 2279881 8.48 

@ D-200-83 20 AWG to 16 AWG Blue 1 2279882 9.86 

@ D-200-84 16 AWG to 12 AWG Yellow 1 2279883 8.44 
PIM_193416 

Custom Panel Meters — Call 800 859 1257 


Choose your own colors, text, and company logo 
Custom scale, range and pointer types 
Analog/Digital Meters, Sensors, Controllers and more 


Email panelmeters@newark.com 


PIM_5624808 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


SOLDERSHIELD SPLICE KITS 


Features: 

© Ideal for cable-to-cable in-line 
splicing 

® Splices shielded multiconducto 

cable 

Environment-resistant 

Designed for easy installation 

Controlled soldering process 

360° shielding eliminates EM! 

problems 

© Transparent sleeves offer 
inspectability = 

© Provides strain relief and insulation = 

SolderShield splice kits are ideal 

for fabrication/repair/rework while restoring the electrical integrity of the shielded cable having one to four 

tin-, silver-, or nickel-plated copper conductors and insulations rated for 135°C min. Each kit includes one 

SolderShield splice consisting of a flux-coated, solder-impregnated copper shield braid encased in a insulation 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


sealing sleeve, plus one, two or four MiniSeal crimp conductor splices with insulation sealing sleeves. D-150 
series sealing sleeves are constructed of blue transparent, heat-shrinkable modified polyvinylidene fluoride and 
contain two sealing rings. D-200 series sealing sleeves are constructed of blue transparent, heat-shrinkable 
modified fluoropolymer and contain two sealing rings. 
Price Each 
Mfg. Part No. Description Stock No. 1-24+ 
Terminals & Splices 
D-150-0175 D-150 Series, 18 to 16 AWG, 2 per Pack 18K5089 18.67 
D-150-0180 D-150 Series, 18 to 16 AWG, 4 per Pack 09M3677 44.94 
D-150-0169 D-150 Series, 20 to 16 AWG, 1 per Pack 57J0431 26.90 
@ D-200-0238 D-200 Series, 14 to 12 AWG, 4 per Pack 2279880 48.94 
@ D-200-0232 D-200 Series, 18 to 16 AWG, 2 per Pack 2279879 35.37 
@ D-200-0229 D-200 Series, 20 to 16 AWG, 1 per Pack 2279878 25.03 
PIM_192452 


TE CONNECTIVITY’S RAYCHEM MINI SEAL SPLICES 


_W® 


—- RoHS _ 
- - a Compliant 
é | —z 4 Available 
N 


sigs 


connectivity 


AUTHORIZED DISTRIBUTOR 


CONNECTORS & ACCESSORIES 


TERMINALS & SPLICES 


TE CONNECTIVITY’S RAYCHEM SOLDERSLEEVE™ SHIELD 
TERMINATORS 


Makes Wire and Cable Termination Easy and 
Faster Than Conventional Hand Soldering 
or Crimping 
@ Heat-shrinkable solder wire termination 
@ Transparent insulation sleeve provides 
encapsulation, inspectability, strain relief 
and insulation 
@ Preformed fluxed solder provides a con- 
trolled soldering process 
© One-piece design offers easy installation and 
lower installation cost 
@ Available with pre-installed ground lead for 
easier installation 
Designed to make an environment-resistant — , 
shield wire-to-wire termination on cable. ¢ 
Transparent, heat-shrinkable insulation 
sleeve constructed of radiation cross-linked 
polyvinylidene fluoride. Immersion-resistant. 
$01 series without ground lead meets the performance requirements of SAE-AS83519 (MIL-S-83519/1). 
$02 series with 20 AWG pre-installed ground lead meets the performance requirements of SAE-AS83519 
(MIL-S-83519/2) and MIL-W-22759/32-AA-90 (for lead). 
$063 series SolderSleeve™ shield terminators feature a heat-shrinkable, blue transparent, polyvinylidene 
fluoride sleeve containing a precisely engineered, fluxed solder band that is visible through the sleeve. The 
band provides solder and flux to terminate the ground lead to the cable shield. Encircling the band is a small, 
blue temperature indicator ring that melts only when the surfaces to be joined reach the correct soldering 
temperature. Immersion resistant. Temperature range: -55°C to +150°C. Meets the performance requirements 
of SAE-AS83519 (MIL-S-83519). 
$200 series heat-resistant SolderSleeve™ shield terminators are suitable for use in environments up to 200°C. 
offering high workability and superior reliability. Available without or with pre-installed white ground lead. Feature 
aa heat-shrinkable, blue transparent, modified fluoropolymer sleeve containing a precisely engineered, fluxed 
solder band that is visible through the sleeve. The band provides solder and flux to terminate the ground lead 
‘0 the cable shield. Encircling the band is a small, light blue, temperature indicator ring that melts only when the 
surfaces to be joined reach the correct soldering temperature. Immersion resistant. Temperature range: -65°C. 
io +200°C. Meets the performance requirements of SAE-AS83519 (MIL-S-83519). 
Designed to splice bare or tin-plated copper stranded wire rated at least +85°C. Transparent, heat-shrinkable 
insulation sleeve constructed of radiation cross-linked modified polyolefin. Color-coded, meltable thermoplastic 
rings. Temperature range: -55°C to +125°C. 
Designed for termination of bare or tin-plated copper shield on cable insulation-rated at least +85°C. 
Transparent, heat-shrinkable insulation sleeve constructed of radiation cross-linked modified polyolefin. Ground 
lead constructed of stranded, tin-plated copper polyethylene wire (22 AWG). Temperature range: -55°C to 
+125°C. Lead color: green 
Designed for termination of wire to the lead of an electrical component or to the terminal (pin) of a connector. 
Transparent, heat-shrinkable insulation sleeve constructed of radiation cross-linked modified polyolefin. 
Temperature range: -55°C to +125°C. 
Designed for termination of coaxial cable to component terminals, contacts, printed circuit boards, and solderless 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


Butt Splice — : sae Aerie . : beta = 
Stub Splice wrap terminals. Transparent polyvinylidene fluoride insulation sleeve provides encapsulation, inspectability, 
© Immersion-resistan © Insulation and strain relief strain relief (eliminates center conductor breakage), and insulation. Temperature range: -55°C to +150°C. 
Price Each Wire WErice Each) 
Mfg. Part No. AWG Size Color Qty StockNo. | 1-244 _ MigaPartiNo:- —“ |. -Size — = Salon Gisgsla, _||_iE 
PVDF (Polyvinylidene Fluoride), CMA Range: 1900-6755 Fluoropolymer, $200 Series,1.9 mm Outer Dia., Pre-Installed MIL-W-22759/87 Wire 
© D-436-43 QAWG Io 1BAWG | Yellow 1 26K5952 = © 5200-1-W2-18-9 ees Blue CAREER 6.08 
© D-436-53 18 AWG to 12AWG Yellow 1 26K3197 12.12 @ $200-1-W2-20-9 20AWG Blue (Transparent) 2279886 5.58 
@ D-436-38 16 AWG to 12AWG Yellow 1 647544 4.03 @ $200-1-W2-22-9 22AWG Blue (Transparent) 2279887 5.50 
© 81824/1.3 16 AWG to 12 AWG Yellow 7 16M1439 3.44 Fluoropolymer, $200 Series,1.9 mm Outer Dia., Pre-Installed MIL-W-22759/91-22-9 Wire 
PVDF (Polyvinylidene Fluoride), CMA Range: 304-1510 @ S200-1-W1-22-9 22AWG Blue PANS) 5.60 
© D-436-0110 26 AWG to 20 AWG Red 71 q2M1611 = Fluoropolymer, $200 Series,2.65 mm Outer Dia., Pre-Installed MIL-W-22759/87 Wire 
© D-436-36 26 AWG to 20 AWG Red 1 1131494 373 @ S200-2-W2-18-9 18AWG Blue (Transparent) 2279889 5.91 
@ Me1824/1-1 26 AWG to 20 AWG Red 1 24M0186 27h @ $200-2-W2-20-9 20AWG Blue (Transparent) 2279890 5.91 
PVDF (Polyvinylidene Fluoride), CMA Range: 779-2680 © S200-2.W2-22-9 22NNG Blue PARED 6.15 
© D-436-42 24 AWG to 22 AWG Blue 71 5732230 1531 Fluoropolymer, $200 Series,2.65 mm Outer Dia., Pre-Installed MIL-W-22759/91-22-9 Wire 
©0-436.37 2OAWGIO 16AWG | Blue 1 7258570 6.09 ed La 2awe | Blue 2279888 5.43 
@ D-436-52 20 AWG to 16 AWG Blue 7 5BK9872 a Fluoropolymer, $200 Series,4.3 mm Outer Dia. 
© D-436-83 20 AWG to 16 AWG Blue 1 6144091 5.24 @ $200-3-00 ‘i Blue (Transparent) 2279895 2.58 
@ M81824/1-2 20 AWG to 16 AWG Blue 71 716M1438 6.09 Fluoropolymer, $200 Series,4.3 mm Outer Dia., Pre-Installed MIL-W-22759/87 Wire 
@ S$200-3-W2-18-9 18AWG Blue (Transparent) 2279893 6.02 
rns © $200-3.W2.22-9 22AWG Blue 2279894 3.33 
Fluoropolymer, $200 Series,4.3 mm Outer Dia., Pre-Installed MIL-W-22759/91-22-9 Wire 
Terminals - Parallel Splice @ $200-3-W1-22-9 22AWG _| Blue 2279892 = 
AWG AWG Price Each Fluoropolymer, $200 Series,5.95 mm Outer Dia. 
Mfg. Part No. Min Max Color Stock No. 1-9+ @ S$200-4-00 ais Blue 2279900 5.88 
PVDF (Polyvinylidene Fluoride), CMA Range: 1900-6755 Fluoropolymer, $200 Series,5.95 mm Outer Dia., Pre-Installed MIL-W-22759/87 Wire 
@ D-436-59 18AWG 12AWG Yellow 57J2239 7.74 @ S200-4-W2-18-9 18AWG Blue 2279897 6.99 
@ D-436-61 18AWG 12AWG Yellow 22M4681 eee @ $200-4-W2-20-9 20AWG Blue 2279898 7.18 
PVDF (Polyvinylidene Fluoride), CMA Range: 304-1510 @ S200-4-W2-22-9 22AWG Blue (Transparent) 2279899 5.52 
@ D-436-0128 26AWG 20AWG Red 57J2223 1.84 Fluoropolymer, $200 Series,5.95 mm Outer Dia., Pre-Installed MIL-W-22759/91-22-9 Wire 
PVDF (Polyvinylidene Fluoride), CMA Range: 779-2680 @ $200-4-W1-22-9 22AWG Blue 2279896 8.64 
@ D-436-58 20AWG 16AWG Blue 73J7755 5.66 Fluoropolymer, $200 Series,6.9 mm Outer Dia., Pre-Installed MIL-W-22759/87 Wire 
@ D-436-60 20AWG 16AWG Blue 23K7633 3.14 @ S200-5-W2-18-9 18AWG Blue 2279902 7.44 
PIM_5511787 @ $200-5-W2-22-9 22AWG Blue (Transparent) 2279903 el 
Fluoropolymer, $200 Series,6.9 mm Outer Dia., Pre-Installed MIL-W-22759/91-22-9 Wire 
@ $200-5-W1-22-9 22AWG Blue 2279901 7.21 
Polyolefin, B-155 Series,1.5 mm Dia. 
@ B-155-1501 18AWG | Transparent 82K9319 0.66 
Polyolefin, B-155 Series,1.7 mm Dia. 
@ B-155-9001 as | Transparent 42M3292 0.82 
> CONTINUED > 
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TE CONNECTIVITY’S RAYCHEM SOLDERSLEEVE™ SHIELD SOLDERLESS TERMINAL KIT @ 
TERMINATORS (CONT.) multicomp 
Wire Price Each sis 
Mfg. Part No. Size Color Stock No. 1-49+ Gee tinoian 
Polyolefin, B-155 Series,2.7 mm Dia. Available 
@ B-155-9002 ransparen\ 42M3293 0.92 
Polyolefin, B-155 Series,2.8 mm Dia, 
@ B-155-1503 18AWG ransparent 42M3291 1.39 
Polyolefin, B-155 Series,4.3 mm Dia. 
@ B-155-05-35-22-5 22AWG ransparen 42M3289 Sie 
Polyolefin, B-155 Series,4.5 mm Dia. 
@ B-155-9003 ransparen\ 42M3294 1.34 
Polyotefin B-155 Series,6.4 mm Dia. are : / ; “ren a 
5550735208 ZAG | Tere Sere ie tcc aot freed sof mins iclatg fame quick mnt 
Palyoletin CWT Series Pilceper 
CWT-1502 18AWG ransparen 093978 0.35 Kit 
CWT-3-W122-5 22AWG ransparen| 09/3980 0.69 Mfg. Part No. Stock No. | tae 
CWT-3805-W2 22AWG ransparen 33K3586 1.48 Terminals & Splices 
PVDF (Polyvinylidene Fluoride), D Series,1.9 mm Dia. @ MCKi9 64W2353 55.87 
@ D-1744-01 ai Blue 572192 5.53 PIM_211436 
PVDF (Polyvinylidene Fluoride), D Series,2.8 mm Dia. 
D-1744-02 Ma Blue 83/9018 5.83 
rT , : = 601-PC. DELUXE INSULATED SOLDERLESS ° 
PVDF (Polyvinylidene Fluoride), D Series,4.6 mm Dia. | 
—-- a _— = — TERMINAL KIT WMXx~100 moirex 
PVDF (Polyvinylidene Fluoride), D Series, With Leads — - Ge tinaian 
D-181-1222-90/9 22AWG Blue 26K2514 8.93 a : Nala 
PVDF (Polyvinylidene Fluoride), S01 Series Series,2.65 mm Outer Dia. d saa AY @ 
$01-01-R oe Blue 09J3986 PANE 
PVDF (Polyvinylidene Fluoride), S01 Series Series,3.68 mm Outer Dia. 
$01-02-R af Blue 09J3987 1.76 
PVDF (Polyvinylidene Fluoride), S01 Series Series,5.08 mm Outer Dia. 
$01-03-R ia Blue 09J3988 1.86 
PVDF (Polyvinylidene Fluoride), S01 Series Series,6.45 mm Outer Dia. 
$01-04-R ies Blue 09/3989 3.06 
PVDF (Polyvinylidene Fluoride), S01 Series Series,7.6 mm Outer Dia. 
$01-05-R a Blue 09J3990 3.60 Deluxe terminal kit contains a variety of Molex insulated solderless terminals, including female quick disconnects, 
PVDF (Polyvinylidene Fluoride), S02 Series butt splices and one hand-held universal crimp tool. 
$02-04-R 20AWG Blue 63/6489 2.82 | Price Each 
PVDF (Polyvinylidene Fluoride), S063 Series,3.68 mm Outer Dia. Mfg. Part No. Stock No. 1+ 
$063-2-9030 ra Blue 4533440 7.16 Terminals & Splices 
PVDF (Polyvinylidene Fluoride), S063 Series,5.08 mm Outer Dia. @ 76650-0053 35K5830 157.35 
$063-3-9030 HS Blue 4553448 7.43 PIM_85055 
PVDF (Polyvinylidene Fluoride), SO63 Series,6.45 mm Outer Dia. 
$063-4-9030 fas Blue 044313 5.60 CRS SERIES RING TONGUE RoHS C2) 
Pim_80033 TERMINALS @ B Seber multicomp 


FIT@®-SLV SERIES SHRINKABLE SOLDERING 
SLEEVES 


&) AlphaWire 


Cables you Pl Service you deserve. 


FIT®-SLV series soldering sleeve is a one-piece, shield ground termination system that features a strong, 
low-cost soldered connection which is completely insulated and encapsulated. Sleeve contains precisely 
engineered preform of fluxed solder and thermoplastic inserts at each end and when placed over a cable shield 
and heated, the solder melts and flows, connecting the ground lead and shield. Outer sleeve shrinks and the 
thermoplastic inserts melt, encapsulating the termination, so that the result is a perfectly soldered, strain-relief 


and environmentally protected termination. Available in two different operating temperatures 125°C and 150°C, 
with the soldering melt temperatures being: 145°C and 180°C. Shrinkage ratio: 3:2 at 175°C. 
Price per 
Pkg. 
Mfg. Part No. Color Stock No. 1+ 
PVDF (Polyvinylidene Fluoride), 3.18 mm I.D., 125°C, Pack of 25 
FSLV12 CLO76 Blue §7J2131 308.51 
PVDF (Polyvinylidene Fluoride), 3.18 mm I.D., 125°C, Pack of 100 
FSLV12 CLO78 Blue 28B5212 102.83 
PVDF (Polyvinylidene Fluoride), 5.08 mm I.D., 150°C, Pack of 25 
FSLV24 CLO76 Blue 66F2461 311.16 
PVDF (Polyvinylidene Fluoride), 7.62 mm I.D., 150°C, Pack of 25 
FSLV26 CLO76 Blue 66F2463 430.36 
PIM_83040 
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Wire guide barrel for excellent electrical and mechanical connections. One-piece burr-free construction for 
maximum electrical conductivity. Electro-tin plating for maximum corrosion resistance. Constructed of pure 
electrolytic (ETP) copper, annealed to relieve stress points and provide maximum installed strength. Barrel-to- 


pad transition designed to minimize flexing and bending. Multiple “V" grooves in barrel give maximum holding 
power and current flow. Insulation is molded vinyl or nylon. Molded flange for accurate location of crimp tool. 
Open-end design permits visual inspection of wire location before and after crimping. Made in the U.S.A. UL 
recognized, CSA certified, OSHA compliant. 
Stud Size | Stud Size | AWG Price Each 
Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-24+ 
Uninsulated, Brazed Seam Barrel 
@ CRS-Z0-0437 3/8" M10 4AWG 1 1472553 2.02 
@ CRS-Z0-0837 3/8” M10 8AWG 1 1472560 0.29 
@ CRS-Z0-1406 6 M3.5 14AWG 1 1472564 0.38 
@ CRS-ZO-1806 6 M3.5 18AWG 1 1472568 0.33 
@ CRS-Z0-1008 8 M4 10AWG 1 1472561 0.58 
@ CRS-Z0-1408 8 M4 14AWG 1 1472565 0.44 
@ CRS-ZO-1808 8 M4 18AWG 1 1472569 0.50 
@ CRS-Z0-0610 10 MS 6AWG 1 1472554 0.43 
@ CRS-Z0-0810 10 MS 8AWG 1 1412557 1.04 
@ CRS-ZO-1010 10 MS 10AWG 1 1472562 0.62 
@ CRS-Z0-1410 10 MS 14AWG 1 1472566 = 
@ CRS-Z0-0625 1/4" M6 6AWG 1 1472555 1.47 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


TERMINALS & SPLICES 


CRS SERIES RING TONGUE TERMINALS (CONT.) HIGH-TEMPERATURE SOLDERLESS TERMINALS @ 
Stud Size | Stud Size AWG Price Each multicomp 
Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-24+ 
- RoHS 
Uninsulated, Brazed Seam Barrel Gepeinpin 
@ CRS-Z0-0825 114” M6 8AWG 1 | 1472558 1.04 ; - NY Avaliable 
@ CRS-ZO-1025 1/4” M6 10AWG 1 1472563 = ce Z “a 
@ CRS-Z0-1425 1/4” M6 14AWG 1 1472567 0.43 al wa 
@ CRS-Z0-0631 5/16” M8 6AWG 1 1472556 AU Nickel-plated alloy steel construction. Noninsulated. Temperature rating: 900°F. 
@ CRS-Z0-0831 5/16" M8 8AWG 1 1472559 147 sadsiey |lesuasee |) awe Price Each 
Uninsulated, Butted Seam Barrel Mfg. Part No. Imperial Metric Max Qty Stock No. 1-24+ 
@ CRS-TO-1804 4 M25 | 18AWG 1 1472525 0.20 Uninsulated 
@ CRS-TO-1006 6 M3.5 10AWG | 1472512 0.32 @ CRS-TO-1006-HT 6 M3.5 10AWG 1 1472513 0.45 
@ CRS-TO-1406 6 M3.5 14AWG 1472519 0.20 @ CRS-TO-1406-HT 6 M3.5 14AWG 1 1472520 0.34 
@ CRS-TO-1806 6 M3.5 18AWG 1 1472526 0.20 @ CRS-TO-1806-HT 6 M3.5 18AWG 1 1472527 0.29 
@ CRS-TO-1010 10 M5 10AWG 1 1472514 0.21 @ CRS-TO-1010-HT 10 M5 10AWG 1 1472515 0.33 
@ CRS-TO-1410 10 M5 14AWG 1 1472521 0.26 @ CRS-TO-1410-HT 10 M5 14AWG 1 1472522 0.21 
@ CRS-TO-1810 10 M5 18AWG 1 1472528 0.21 @ CRS-TO-1810-HT 10 MS 18AWG 1 1472529 0.20 
@ CRS-TO-1025 1/4" M6 10AWG 1 1472516 0.43 @ CRS-TO-1025-HT 1/4" M6 10AWG 1 1472517 0.42 
@ CRS-TO-1425 1/4” M6 14AWG 1 1472523 0.32 @ CRS-TO-1425-HT 1/4” M6 14AWG 1 1472524 0.50 
@ CRS-TO-1825 1/4” M6 18AWG 1 1472530 0.28 PIM_5468 
@ CRS-TO-1031 5/16” M8 10AWG 1 1472518 0.50 
Vinyl, Butted Seam Barrel Crimp Terminals - Fork / Spade Tongue 
CRS-TV-1037 3/8” M10 10AWG | Yellow 1 1472540 — Susie slid SiS AWG Price Each 
CRS-TV-1804 4 M25 1BAWG | “Red l teTz588 0:38 Mfg. Part No. Imperial Metric Max Qty Stock No. 1-24+ 
CRS-TV-1006 6 M3.5 10AWG | Yellow 1 1472535 0.75 Uninsulated 
CRS-TV1406 M35 | AWG | Blue | 1 | aeTesi OES © CBS-10-1806-HT 6 a5 | iAwG | 1 | 1472228 | 026 
See : M4 | 10AWG | Yellow | 1 | RaUAN2BsORs amiboz © CBS-10-1406-HT 6 was | awe | 1 | 1472224 | 0.19 
CRS-TV-1408 7 M4 | (4AWG | Blue | 1 |aST2S SS IE © CS8-10-1810-HT 10 M5 wawe | 1 | 1472507 | 0.26 
GRE TVEIBOG 8 M4 | 18AWG | Red | 1 | ISR2SSoI Dog © CSS-T0-1410-HT 10 M5 waawe | 1 | 1472506 | 0.23 
CRS-TV-1010 10 M5 10AWG | Yellow | 1 1412537 0.19 @ CSS-T0-4010-HT 10 M5 TOAWG 1 1472595 0.33 
CRS-TV-1410 10 MS 14AWG Blue 1 1472545 0.38 PIM 5511810 
CRS-TV-1810 10 M5 18AWG Red 1 1472550 0.44 
oe —- — —— - ~ : — a Crimp Terminals - Quick Connect & Disconnect 
CRS-TV-1825 1/4” M6 18AWG | Red 1 1472551 0.63 Tab Size Tab Size AWG | Price Each 
CRS-TV-1031 5/16" M8 TOAWG | Yellow 1 1472539 0.88 Mfg. Part No. Imperial Metric Max Qty | Stock No. 1-24+ 
Bim see Female Flag Disconnect, Uninsulated 
= @ CFL-TO-1425-HT | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG 1 1472270 0.64 
Female Quick Disconnect, Uninsulated 
RING TONGUE TERMINALS @ @ CFS-TO-1418-HT | 0.187°x0.02" | 4.75mmx0.5imm | 14awG | 1 | 1472290 | 0.40 
multicomp @ CFS-TO-1425-HT | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG 1 1472292 0.32 
RoHS Male Quick Disconnect, Uninsulated 
Geasinpian @ CMS-TO-1425-HT | 0.25" x 0.032" | 6.35mm x 0.81mm | 14AWG 1 1472454 0.19 
PIM_5511811 
OG 
Crimp Terminals - Butt Splice 
Price Each 
Mfg. Part No. AWG Size Qty Stock No. 1-24+ 
. Uninsulated 
Meet UL 486H, UL listed (file E58918), CSA certified (file LR22190M6). @ CCS-TO-1818-HT 22 AWG to 18 AWG 1 1472259 0.20 
Stud Size | Stud Size AWG | Price Each @ CCS-TO-1414-HT 16 AWG to 14 AWG 1 1412257 0.26 
Mfg. Part No. Imperial Metric Max Color | Qty | Stock No. 1-24+ @ CCS-TO-1010-HT 12 AWG to 10 AWG 1 1472255 0.54 
Nylon (Polyamide) PIM_5511812 
@ CRS-ZY-0637 3/8” M10 6AWG Blue 1 1472573 2.07 
@ CRS-ZY-0837 3/8” M10 8AWG | Red 1 1472578 zs SPADE (FORK) TONGUE hate MADE @ 
@ CRS-ZY-0650 1/2" M12 6AWG | Blue 1 1472574 a TERMINALS Basa multicomp 
@ CRS-ZY-0850 1/2" M12 8AWG Red 1 1472579 0.46 
© CRS-DY-1804 4 wi25 | 1AWG | Red | 1 | 1412507 | 071 ro g Gee sinpiat 
@ CRS-DY-1406 6 uss | i4awe | Bue | 1 | 1472504 0.63 ee - C A Pg Avaliaie 
@ CRS-DY-1806 6 M3.5 18AWG Red 1 1472508 0.59 & Cc > . / ES Al G 
@ CRS-DY-1008 8 M4 10AWG | Yellow | 1 1472501 1.08 f “ é 
@ CRS-DY-1408 8 M4 14AWG | Blue 1 1472505 0.71 
@ CRS-DY-1808 8 M4 48AWG Red 4 4472509 0.69 Mfg. part nos. CBS-TO and CSS-TO are noninsulated butted seam terminals for use where special 
eceszvaen_| 10 | ws | 6avc_| ohe_| [Sem teensy oo pp CHE ZDronka en nny emis yop oy 
@ CRS-ZY-0810 10 M5 8AWG Red 1 1472575 1.41 CBS-TV and CSS-TV vinyl insulated terminals with “wire guide” barrel consists of butted seam with flared, rigid 
@ CRS-DY-1010 10 M5 40AWG | Yellow 4 4472502 0.74 PVC sleeve. Flexure occurs over wide area on the wire insulation rather than at juncture. Funnel shaped Sleeve 
ecesorieo [0 _| 6 | rao | soo | 1 ES gente eel parton CBZ vy sue a ean mi wh ve 
@ CRS-DY-1810 10 M5 18AWG Red 1 1472510 0.74 butted seam. Mfg. part nos. CBS-DY and CSS-DY nylon insulated terminals with “sure-grip wire guide” barrel 
@ CRS-ZY-0625 1/4” M6 6AWG Blue 4 4472571 2.10 consist of a butted seam with flared seamless brass sleeve covered with a flared injection molded nylon sleeve. 
@ CRS-ZY-0825 ie M6 BAWG Red 1 1472576 qe Made in the U.S.A. UL recognized, CSA certified, OSHA compliant. 
@ CRS-DY-1025 114" mé | 10AWG | Yellow | 1 | 1472503 1.04 Stud Size | Stud Size | AWG uecicelEachy 
@ CRS-DY-1825 Te Me TBAWG Red 1 1472511 0.43 Mfg. Part No. : Imperial Metric Max Color Qty Stock No. 1-24+ 
@ CRS-ZY-0631 5/16" M8 6AWG Blue 1 1412572 71d Nylon (Polyamide), Butted Seam Block Fork 
@ CRS-ZY-0831 5/16" M8 BAWG Red 1 1412577 2.35 @ CBS-DY-1804 4 M2.5 18AWG Red 1 1472219 0.06 
@ CBS-DY-1806 6 M3.5 18AWG Red 1 1472220 0.59 
PIM_5521 @ CBS-DY-1406 6 M35 | 14AWG | Blue 1 1472216 0.59 
> CONTINUED > 
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SPADE (FORK) TONGUE TERMINALS (CONT.) 


Stud Size | Stud Size | AWG Price Each 
Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-24+ 
Nylon (Polyamide), Butted Seam Block Fork 
@ CBS-DY-1006 6 M3.5 10AWG | Yellow i 1472214 0.85 
@ CBS-DY-1808 8 M4 18AWG Red 1 1472221 0.81 
@ CBS-DY-1408 8 M4 14AWG Blue 1 1412217 0.59 
@ CBS-DY-1810 10 M5 18AWG Red 1 1472222 eas 
@ CBS-DY-1410 10 M5 14AWG Blue 1 1472218 — 
@ CBS-DY-1010 10 M5 10AWG | Yellow 1 1472215 0.79 
Nylon (Polyamide), Butted Seam Standard Fork with Insulation Grip 
@ CSS-DY-1806 6 M3.5 18AWG Red 1 1472593 ae 
@ CSS-DY-1406 6 M3.5 14AWG Blue 1 1472592 0.43 
PVC (Polyvinylchloride), Butted Seam Block Fork 
CBS-TV-1806 6 M3.5 18AWG Red 1 1472234 0.57 
Uninsulated, Brazed Seam Block Fork 
@ CBS-ZO-1806 6 M3.5 18AWG | 1472239 0.39 
@ CBS-ZO-1406 6 M3.5 14AWG 1 1472237 0.32 
@ CBS-Z0-1808 8 M4 18AWG 1 1472240 — 
@ CBS-Z0-1408 8 M4 14AWG 1 1472238 =e 
Uninsulated, Butted Seam Block Fork 
@ CBS-TO-1804 4 M2.5 18AWG 1 1472226 0.19 
@ CBS-TO-1806 6 M3.5 18AWG 1 1412227 0.27 
@ CBS-TO-1406 6 M3.5 14AWG 1 1472223 0.29 
@ CBS-TO-1808 8 M4 18AWG 1 1472229 0.26 
@ CBS-TO-1408 8 M4 14AWG 1 1472225 0.26 
Vinyl, Butted Seam Block Fork 
CBS-TV-1804 4 M2.5 18AWG Red 1 1472233 0.43 
CBS-TV-1406 6 M3.5 14AWG Blue 1 1472230 0.44 
CBS-TV-1808 8 M4 18AWG Red 1 1472235 0.57 
CBS-TV-1408 8 M4 14AWG Blue 1 1472231 0.43 
CBS-TV-1810 10 M5 18AWG Red 1 1472236 0.52 
CBS-TV-1410 10 M5 14AWG Blue 1 1472232 0.50 
Vinyl, Butted Seam Standard Fork 
CSS-TV-1806 6 M3.5 18AWG Red 1 1472604 = 
CSS-TV-1406 6 M3.5 14AWG Blue ‘i 1472601 =e 
CSS-TV-1808 8 M4 18AWG Red | 1472605 ES 
CSS-TV-1408 8 M4 14AWG Blue 1 1472602 0.27 
CSS-TV-1008 8 M4 10AWG | Yellow 1 1472599 = 
CSS-TV-1810 10 M5 18AWG Red 1 1472606 = 
CSS-TV-1010 10 M5 10AWG | Yellow A 1472600 a5 
PIM_5439 
SNAP-ON LOCKING SPADE/FORK he MADE @ 
TERMINALS ‘ais, Mmulticomp 


RoHS — 

Compliant 

Available 
Wig 


@ Funneled Insulation Beveled Terminal Mouth for 
Easy Wire Insertion 
@ Maximum Corrosion Protection, Installation 


@ Multiple “V" Grooves for Maximum Holding Power 
and Minimum Resistance 
@ Wire Guide Barrel Eliminates Strand Hangups 


@ Nonslip Insulation for Ease of Positioning Crimp Strength, Flexing Resistance 
Tool 
Mfg. part no. CLS-TV vinyl-insulated terminals feature a butted seam barrel. Order mfg. part no. CTT-8440-01 
crimp tool separately; go online or call. Made in the U.S.A. UL recognized, CSA certified, OSHA compliant. 
Stud Size | Stud Size | AWG Price Each 
Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-24+ 
PVC (Polyvinylchloride) 
CLS-TV-1025 1/4” M6 10AWG | Yellow 1 1472405 0.71 
CLS-TV-1806 6 M3.5 18AWG Red 1 1472409 0.50 
CLS-TV-1406 6 M3.5 14AWG Blue 1 1472406 0.38 
CLS-TV-1006 6 M3.5 10AWG | Yellow 1 1472402 0.74 
CLS-TV-1808 8 M4 18AWG Red 1 1472410 0.44 
CLS-TV-1408 8 M4 14AWG Blue 1 1412407 0.44 
CLS-TV-1008 8 M4 10AWG | Yellow 1 1472403 0.58 
CLS-TV-1810 10 M5 18AWG Red 1 1472411 0.50 
CLS-TV-1410 10 M5 14AWG Blue 1 1472408 0.45 
CLS-TV-1010 10 M5 10AWG | Yellow 1 1472404 0.71 
Uninsulated 
@ CLS-TO-1806 6 M3.5 18AWG oi 1 1472401 0.37 
PIM_5440 
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BUTT SPLICE TERMINALS pe ig multicomp 
USA 


RoHS _ 

Compliant 

Available 
Wig 


Insulated 


Noninsulated 
Made in the U.S.A. UL recognized (file E58918), CSA certified (file 221906M), OSHA compliant. 


Price Each 
Mfg. Part No. AWG Size | Color Qty Stock No. 1-24+ 
Nylon (Polyamide), Sure-Grip Barrel 
@ CCS-DY-1818 22 AWG to 18 AWG | Red 1 1472253 0.37 
Nylon 6.6 (Polyamide 6.6), Seamless Barrel 
@ CCS-ZY-2218 22 AWG to 18 AWG Red 1 1472269 0.66 
@ CCS-ZY-1614 16 AWG to 14 AWG Blue 1 1472268 0.08 
@ CCS-ZY-1210 12 AWG to 10 AWG Yellow 1 1412267 = 
Nylon 6.6 (Polyamide 6.6), Sure-Grip Barrel 
@ CCS-DY-1414 16 AWG to 14 AWG Blue 1 1472252 0.15 
@ CCS-DY-1010 12 AWG to 10 AWG Yellow 1 1472251 = 
PVC (Polyvinylchloride), Brazed Seam Barrel 
@ CCS-ZV-0808 8 AWG | Red 1 1472263 1.56 
PVC (Polyvinylchloride), Butted Seam Barrel 
@ CCS-TV-1818 22 AWG to 18 AWG Red 1 1472262 0.38 
@ CCS-TV-1414 16 AWG to 14 AWG Blue 1 1472261 0.13 
@ CCS-TV-1010 12 AWG to 10 AWG Yellow 1 1472260 0.10 
PVC (Polyvinylchloride), Seamless Barrel 
@ CCS-ZV-1818 22 AWG to 18 AWG Red 1 1472266 0.53 
@ CCS-ZV-1414 16 AWG to 14 AWG Blue 1 1472265 0.22 
@ CCS-ZV-1010 12 AWG to 10 AWG Yellow 1 1472264 0.61 
Uninsulated, Butted Seam Barrel 
@ CCS-TO-1818 22 AWG to 18 AWG at 1 1472258 0.33 
@ CCS-TO-1414 16 AWG to 14 AWG te 1 1472256 0.34 
@ CCS-TO-1010 12 AWG to 10 AWG ‘at 1 1472254 0.04 
PIM_5561 
Terminals - Parallel Splice 
AWG AWG Price Each 
Mfg. Part No. Min Max | Stock No. 1-24+ 
Uninsulated 
@ CCP-TO-1818 22AWG 18AWG | 1472248 0.44 
PIM_5511784 
QUICK-DISCONNECT TERMINALS A MADE @ 
j@a's. Mmulticomp 


RoHS 


PA PPA EO Oe 


Made in the U.S.A. UL listed, CSA certified, except mfg. part nos. CFS-TO-1412, CFS-TV-1412, CFS-DY-1412 
and CMS-TO-1818. 


Tab Size Tab Size AWG Price Each 
Mfg. Part No. Imperial Metric Max | Color | Qty | Stock No. 1-24+ 

Female Quick Disconnect, Nylon 6.6 (Polyamide 6.6) 
@ CFS-DF-1818 | 0.187” x 0.02” | 4.75mm x 0.51mm | 18AWG | Red 1 1472276 0.93 
@ CFS-DY-1818 | 0.187” x 0.02” | 4.75mm x 0.51mm | 18AWG | Red 1 1472281 0.63 
@ CFS-TF-1818 | 0.187" x 0.02" | 4.75mm x 0.51mm | 18AWG | Red 1 1472286 0.81 
@ CFS-DF-1418 | 0.187" x 0.02" | 4.75mm x 0.51mm | 14AWG | Blue 1 1472274 1.07 
@ CFS-DY-1418 | 0.187” x 0.02” | 4.75mm x 0.51mm | 14AWG | Blue 1 1472279 0.11 
@ CFS-TF-1418 | 0.187” x 0.02” | 4.75mm x 0.51mm | 14AWG | Blue 1 1472284 0.82 
@ CFS-DF-1825 | 0.25” x 0.032" | 6.35mm x 0.81mm | 18AWG | Red 1 1472277 0.85 
@ CFS-DY-1825 | 0.25” x 0.032" | 6.35mm x 0.81mm | 18AWG | Red 1 1472282 0.59 
@ CFS-TF-1825 | 0.25” x 0.032” | 6.35mm x 0.81mm | 18AWG | Red 1 1412287 0.59 
@ CFS-DF-1425 | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue 1 1472275 0.88 
@ CFS-DY-1425 | 0.25” x 0.032" | 6.35mm x 0.81mm | 14AWG | Blue 1 1472280 ees 
@ CFS-TF-1425 | 0.25” x 0.032" | 6.35mm x 0.81mm | 14AWG | Blue 1 1472285 0.62 
@ CFS-DF-1025 | 0.25” x 0.032” | 6.35mm x 0.81mm | 10AWG | Yellow] 1 1472273 0.96 
@ CFS-DY-1025 | 0.25” x 0.032” | 6.35mm x 0.81mm | 10AWG | Yellow] 1 1472278 1.00 
@ CFS-TF-1025 | 0.25” x 0.032” | 6.35mm x 0.81mm | 10AWG | Yellow] 1 1472283 0.88 
Female Quick Disconnect, PVC (Polyvinylchloride) 

CFS-TV-1818 | 0.187” x 0.02” | 4.75mm x 0.51mm | 18AWG | Red 1 1472299 0.06 

CFS-TV-1418 | 0.187” x 0.02” | 4.75mm x 0.51mm | 14AWG | Blue 1 1472297 0.06 

CFS-TV-1825 | 0.25” x 0.032” | 6.35mm x 0.81mm | 18AWG | Red 1 1472300 0.44 


> CONTINUED > 
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CONNECTORS & ACCESSORIES 


TERMINALS & SPLICES 


HEAT-SHRINK CRIMP CONNECTORS (CONT.) 


Tab Size Tab Size AWG Price Each Price per 
Mfg. Part No. Imperial Metric Max | Color | Qty | Stock No. 1-24+ Stud Size | Stud Size AWG Pkg. 
Female Quick Disconnect, PVC (Polyvinylchloride) Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-49+ 
CFS-TV-1425 | 0.25" x 0.032" ]6.35mmx0.81mm] 14AWG] Blue | 1 | 1472298 0.38 Polyolefin 
CFS-TV-1025 | 0.25” x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow] 1 | 1472295 0.54 © 1666 8 M4 18AWG | Red 25 92N3587 _ 
Female Quick Disconnect, Uninsulated @ 3967 10 M5 10AWG | Yellow | 100 84N985 46.66 
@ CFS-T0-1818 | 0.187" x 0.02” | 4.75mm x 0.51mm | 18AWG 1 | 1472293 [0.33 © 3981 ‘0 MS TOAWG | Yellow | 25 84N999 | 15.81 
@ CFS-T0-1418 | 0.187" x 0.02" | 4.75mm x 0.51mm | 14AWG 1 | 1472289 0.23 © 3964 10 MS MAWG | Blue | 100 | 84N982_ | 37.12 
© CFS-TO-1825 | 0.25" x 0.032" | 6.35mm x 0.81mm | 18AWG 1 | 1472294 0.34 ©3977 10 MS 14AWG | Blue 25 84N995 = 
@ CFS-T0-1425 | 0.25" x 0.032" | 6.35mm x 0.81mm | 14AWG 1 | 1472291 0.07 @ 3951 10 MS 18AWG | Red 100 84N969 36.96 
Male Quick Disconnect, Nylon (Polyamide) @ 3965 1/4" M6 14AWG Blue 100 84N983 40.70 
@ CMS-DF-1025 | 0.25” x 0.032" | 6.35mm x0.81mm | 10AWG | Yellow] 1 | 1472441 a © 3979 1/4" M6 14AWG | Blue 25 84N997 13.82 
Male Quick Disconnect, Nylon 6.6 (Polyamide 6.6) PIM_3516 
@ CMS-TF-1818 | 0.187" x 0.02” | 4.75mm x 0.51mm | 18AWG | Red 1 1472451 0.27 
@ CMS-DF-1418 | 0.187" x 0.02” | 4.75mm x 0.51mm | 14AWG | Blue 1 1472442 as Butt Splice 
@ CMS-TF-1418 | 0.187" x 0.02" | 4.75mmx0.51mm | 14AWG| Blue | 1 | 1472449 = Riicapen 
@ CMS-DF-1825 | 0.25" x 0.032” | 6.35mm x 0.81mm | 18AWG | Red 1 1472445 0.18 Pkg. 
@ CMS-TF-1825 | 0.25" x 0.032" | 6.35mmx0.81mm | 18AWG| Red | 1 | 1472452 0.52 Mfg. Part No. AWG Size Color Qty Stock No. 1-49+ 
@ CMS-DF-1425 | 0.25” x 0.032" | 6.35mmx0.81mm | 14AWG| Blue | 1 | 1472443 0.16 Polyolefin, Crimp, 1.5” Length 
@ CMS-DY-1425 | 0.25” x 0.032” | 6.35mmx0.81mm | 14AWG| Blue | 1 | 1472447 0.12 @ 1680 20 AWG to 18 AWG Red 25 92N3601 4.01 
@ CMS-TF-1425 | 0.25" x 0.032" | 6.35mmx0.81mm | 14AWG| Blue | 1 | 1472450 0.11 © 3961 20 AWG to 18 AWG Red 100 84N979 43.30 
© CMS-DY-1025 | 0.25” x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow] 1 | 1472446 0.74 © 1681 16 AWG to 14 AWG Blue 25 92N3602 4.47 
@ CMS-TF-1025 | 0.25" x 0.032” | 6.35mm x 0.81mm | 10AWG | Yellow | 1 | 1472448 0.48 © 3962 IBAWG to 14 AWG Blue 100 84N980 44.03 
Male Quick Disconnect, PVC (Polyvinylchloride) Polyolefin, Crimp, 1.625” Length 
CMS-TV-1818 | 0.187" x 0.02" | 4.75mm x0.51mm | 18AWG| Red | 1 | 1472460 0.36 © 1682 12 AWG to 10 AWG Yellow 25 92N3603 17.17 
CMS-TV-1418 | 0.187" x 0.02" | 4.75mmx0.51mm | 14AWG| Blue | 1 | 1472458 0.05 © 3963 12 AWG to 10 AWG Yellow 100 84N981 41.59 
CMS-TV-1825 | 0.25” x 0.032” | 6.35mm x 0.81mm | 18AWG | Red 1 1472461 0.50 PIM_5511819 
CMS-TV-1425 | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue 1 1472459 0.05 
CMS-TV-1025 | 0.25” x 0.032” | 6.35mm x 0.81mm | 10AWG | Yellow] 1 1472457 0.36 Crimp Terminals - Fork / Spade Tongue 
Male Quick Disconnect, Uninsulated Price per 
@ CMS-TO-1825 | 0.25" x 0.032" | 6.35mmx0.81mm | 18AWG] .... [ 1 | 1472456 0.26 Stud Size | Stud Size | AWG Pkg. 
@ CMS-TO-1425 | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG z 1 1472453 0.04 Mfg. Part No. | Imperial Metric Max Color Qty Stock No. 1-24+ 
PIM_5503 Polyolefin 
@ 3983 6 M3.5 22AWG | Transparent 25 84N1001 13.91 
Crimp Terminals - Bullet @ 3970 6 M3.5 22AWG | Transparent | 100 84N988 40.92 
= @ 1672 8 M4 14AWG Blue 25 92N3593 12.89 
Bullet ee e307 8 w4 | 14AWwG | Blue 700 | 84no65 | 37.81 
Mfg. Part No. AWG Size Diameter Color Qty Stock No. 1-24+ : 
: @ 3985 10 M5 10AWG Yellow 25 84N1003 15.85 
Male Bullet, Nylon 6.6 (Polyamide 6.6 
@ CBP-DY-1815 22 AWG-18 AWG 3,.96mm Red 1 1472207 0.42 @ 3972 10 M5 10AWG Yellow 100 84N990 46.69 
@CBP-DY-1415 _|16AWG-14AWG | 396mm | Blue 1 1472206 0.64 vee 
Male Bullet, Vinyl 
CBP-TV-1815 [22 AWG-18 AWG 3.96mm Red 1 1472209 a Crimp Terminals - Quick Connect & Disconnect 
PIM_5511804 Price per 
Tab Size Tab Size AWG Pkg. 
HEAT-SHRINK CRIMP Ae MADE @ Fats Gant acne Nylon =a sae 
CONNECTORS ‘as. Multicomp roe Pedanme 
@ 1677 0.25” x 0.016” | 6.35mm x 0.4mm | 18AWG | Red 25 92N3598 19.40 
Easy 3-Step Installation RoHS @ 3958 0.25" x 0.016” | 6.35mm x 0.4mm | 18AWG | Red 100 84N976 57.38 
. Gee sinpiat @ 1678 0.25" x 0.016" | 6.35mmx04mm | 14AWG| Blue | 25 | 92N3599 | 4957 
<S @ G @ 3959 0.25” x 0.016" | 6.35mm x 0.4mm | 14AWG | Blue 100 84N977 57.80 
@ 1679 0.25” x 0.016" | 6.35mm x 0.4mm | 10AWG | Yellow | 25 92N3600 20.05 
Female Quick Disconnect, Uninsulated 
@ 3960 0.25" x 0.016” | 6.35mm x 0.4mm | 10AWG | Yellow | 100 84N978 73.34 
Male Quick Disconnect, Nylon (Polyamide) 
@ 1674 0.25” x 0.016” | 6.35mm x 0.4mm | 18AWG | Red 25 92N3595 19.82 
@ 3955 0.25” x 0.016” | 6.35mm x 0.4mm | 18AWG | Red 100 84N973 58.65 
@ 1675 0.25" x 0.016" | 6.35mm x 0.4mm | 14AWG | Blue 25 92N3596 19.99 
@ 3956 0.25" x 0.016" | 6.35mm x 0.4mm | 14AWG | Blue 100 84N974 59.13 
@ 1676 0.25” x 0.016" | 6.35mm x 0.4mm | 10AWG | Yellow | 25 92N3597 20.60 
Heat-shrink connectors are environmentally sealed by a heat-shrinkable insulation that is pre-installed on the PIM 5511818 
component. As the polyolefin tubing shrinks, an adhesive lining seals out contaminants and provides strain relief ~ 
for the wire connection. These parts are reliable and easy to install. Each connection can be visually inspected 
ee eee, (RINGTONGUE TERMINALS e) 
butt splices and brazed seam ring and fork tongue terminals. Nylon fully insulated quick-disconnects are butted multicomp 


seam. UL listed file E141071, CSA certified. 


Price per 
Stud Size | Stud Size | AWG Pkg. 

Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-49+ 
Polyolefin 
@ 3954 3/8” M10 10AWG | Yellow 100 84N972 50.06 
@ 1670 3/8” M10 10AWG | Yellow 25 92N3591 16.95 
@ 3949 6 M3.5 18AWG Red 100 84N967 36.96 
@ 1665 6 M3.5 18AWG Red 25 92N3586 12.64 
@ 3953 8 M4 14AWG Blue 100 84N971 37.12 
@ 1669 8 M4 14AWG Blue 25 92N3590 12.72 
@ 3950 8 M4 18AWG Red 100 84N968 36.96 
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TERMINALS & SPLICES 


RING TONGUE TERMINALS (CONT.) RING TONGUE TERMINALS (CONT.) 
Price per Price per 
Stud Size | StudSize | AWG Pkg. Stud Size | StudSize | AWG Pkg. 
Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-49+ Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-49+ 
Nylon (Polyamide), Brazed Seam Uninsulated, Butted Seam 
@ MC29530 3/8” M10 6AWG | Blue 20 34P2288 = @ Mc29491 10 M5 16AWG a 100 | 34P2249 454 
@ MC29534 3/8" M10 8AWG Red 25 34P2292 6.51 @ MC29503 1/4" M6 10AWG os 50 34P2261 4.68 
@ MC29531 112” M12 6AWG | Blue 10 34P2289 6.29 @ MC29495 1/4" M6 14AWG 2 100 | 34P2253 6.94 
@ MC29535 1/2” M12 8AWG Red 20 34P2293 7.37 @ MC29496 114" M6 14AWG 7 100 | 34P2254 6.87 
@ MC29383 2 M2 22AWG | Yellow | 100 | 34P2152 9.40 @ mc29492 114” M6 16AWG 7 100 | 34P2250 2.83 
@ MC29384 6 M3.5 22AWG | Yellow | 100 | 34P2153 247 @ MC29504 5/16" M8 10AWG = 50 34P2262 3.59 
@ MC29532 10 M5 6AWG | Blue 20 34P2290 6.54 Vinyl, Brazed Seam 
@ MC29537 10 M5 8AWG Red 25 34P2295 9.01 @ Mc29562 6 M3.5 10AWG | Yellow | 50 34P2319 7.A2 
@ MC29538 114" M6 6AWG | Blue 20 34P2296 6.54 @ MC29569 6 M3.5 14AwG | Blue | 100 | 34P2326 3.84 
@ MC29539 114" M6 8AWG Red 25 34P2297 5.82 @ MC29568 6 M3.5 16AWG | Red 100 | 34P2325 8.98 
@ MC29533 5/16" M8 6AWG | Blue 20 34P2291 6.54 @ MC29566 8 M4 14awG | Blue | 100 | 34P2323 | 14.82 
@ MC29536 5/16" M8 8AWG Red 25 34P2294 6.51 @ MC29565 8 M4 16AWG | Red 100 | 34P2322 3.72 
Nylon (Polyamide), Double Crimp @ MC29563 10 M5 10AWG | Yellow 50 34P2320 2.57 
@ MC29540 4 M2.5 16AWG | Red 100 | 34P2298 7.66 @ MC29567 10 M5 14AWG | Blue | 100 | 34P2324 3.98 
@ MC29549 6 M3.5 16AWG | Red 100 | 34P2306 3.47 @ MC29564 1/4" M6 10AWG | Yellow | 50 34P2321 4.83 
@ MC29548 8 M4 10AWG | Yellow 50 34P2305 8.74 @ MC29561 114” M6 14AWG | Blue 100 34P2318 3.89 
@ MC29547 8 M4 14AwG | Blue | 100 | 34P2304 4.20 Vinyl, Butted Seam 
@ MC29545 8 M4 16AWG | Red 100 | 34P2303 3.47 @ MC29556 3/8" M10 10AWG | Yellow | 50 34P2313 4.21 
@ MC29466 10 M5 10AWG | Yellow | 50 34P2230 8.74 @ MC29551 2 M2 16AWG | Red 100 | 34P2308 1.98 
@ MC29543 10 M5 10AWG | Yellow | 50 34P2301 | 13.41 @ MC29552 4 M2.5 16AWG | Red 100 | 34P2309 1.98 
@ Mc29465 10 M5 14AwG | Blue | 100 | 34P2229 | 24.17 @ MC29557 6 M3.5 10AWG | Yellow | 50 34P2314 3.48 
@ MC29550 10 M5 14AWG | Blue | 100 | 34P2307 7.80 @ MC29571 6 M35 14AwG | Blue | 100 | 34P2328 4.76 
@ Mc29464 10 M5 16AWG | Red 100 | 3472228 | 24.17 @ MC29575 6 M3.5 14AwG | Blue | 100 | 34P2332 5.61 
@ MC29541 10 MS 16AWG | Red 100 34P2299 3.47 @ MC29574 6 M3.5 16AWG | Red 100 34P2331 2.03 
@ MC29544 1/4” M6 10AWG | Yellow | 50 34P2302 4.13 @ MC29578 8 M4 10AWG | Yellow | 50 34P2335 142 
@ MC29542 114" M6 16AWG | Red 100 | 34P2300 | 17.06 @ MC29572 8 M4 14AwG | Blue | 100 | 34P2329 4.76 
Uninsulated @ MC29576 8 M4 14AWG | Blue | 100 | 34P2333 5.61 
@ Mc29497 3/8" M10 10AWG Z 50 34P2255 7.00 @ MC29570 8 M4 16AWG | Red 100 | 34P2327 3.28 
@ MC29380 2 M2 22AWG 7 100 | 34P2149 3.86 @ MC29468 10 M5 10AWG | Yellow | 50 34P2232 9.28 
@ MC29489 4 M2.5 16AWG 2 100 | 34P2247 1.68 @ MC29558 10 M5 10AWG | Yellow | 50 34P2315 3.30 
@ MC29382 4 M2.5 22AWG 7 100 | 34P2151 3.14 @ MC29573 10 M5 14AwG | Blue | 100 | 34P2330 1.94 
@ MC29526 6 M3.5 16AWG a 100 | 34P2284 5.03 @ MC29577 10 M5 14AwG | Blue | 100 | 34P2334 4.23 
@ MC29381 6 M35 22AWG 2 100 | 34P2150 4.54 @ MC29467 10 M5 16AWG | Red 100 | 34P2231 3.77 
@ MC29502 114” M6 10AWG 7 50 34P2260 476 @ MC29553 10 M5 16AWG | Red 100 | 34P2310 7.70 
Uninsulated, Brazed Seam @ MC29559 1/4” M6 1OAWG | Yellow 50 34P2316 8.00 
@ MC29507 3/8" M10 4AWG 7 10 34P2265 4.68 @ MC29555 1/4" M6 14AWG | Blue 100 | 34P2312 5.57 
@ MC29511 3/8” M10 8AWG 7 25 34P2269 2.20 @ MC29554 1/4" M6 16AWG | Red 100 | 34P2314 11.17 
@ MC29520 6 M35 14AWG FF 100 | 34P2278 4.40 @ MC29560 5/16" M8 10AWG | Yellow | 50 34P2317 4.91 
@ MC29517 6 M35 16AWG = 100 | 34P2275 3.72 PIM_148748 
@ MC29521 8 M4 10AWG - 50 34P2279 142 
@ MC29515 8 M4 14AWG es 100 34P2273 4.60 SPADE/FORK TONGUE TERMINALS () 
@ MC29513 8 M4 16AWG 7 100 | 34P2274 4.07 
@ MC29505 10 M5 6AWG * 20 34P2263 8.12 multicomp 
@ MC29518 10 M5 B8AWG os 25 | 34P2276 3.58 Geptinsian 
@ MC29463 10 M5 10AWG 7 50 34P2227 6.13 Avallable 
@ MC29509 10 M5 10AWG = 50 34P2267 147 @) 
@ MC29516 10 M5 14AWG 7 100 | 34P2274 1.87 
@ MC29462 10 M5 14AWG Z 50 34P2226 1.78 
@ Mc29461 10 M5 16AWG . 100 | 34P2225 8.60 Uninsulated Ssiealiliadt ny ieulted 
@ MC29514 114” M6 4AWG 7 10 34P2272 473 © ULfile no. £37842 
@ MC29519 114” M6 6AWG 7 20 34P2277 2.09 Pricsnen 
~encogsz2 | 1 | | a Stud Size | Stud Size | AWG Pkg. 
@ MC29510 1/4 M6 10AWG ae 50 34P2268 58 Mfg. PartNo. | Imperial Metric Max Color Qty Stock No. 1-49+ 
@ MC29508 114” M6 14AWG 7 100 | 34P2266 5.99 Nylon (Polyamide), Brazed Seam 
© MC29506 5/16” M8 SAWG “ 20 34P2264 8.12 @ MC29610 6 M35 16AWG | Red 100 | 34P2367 3.63 
@ MC29512 5/16" M8 8AWG = 25 34P2270 5.71 Nylon (Polyamide), Butted Seam 
Uninsulated, Butted Seam @ MC29607 8 M4 1eAWG | Red | 100 | 34P2364 5.44 
@ MC29498 6 M3.5 10AWG at 50 34P2256 3.78 Nylon (Polyamide), Double Crimp 
@ MC29499 6 M3.5 1OAWG 50 34P2257 3.64 @ MC29596 4 M2.5 16AWG | Red 100 | 34P2353 11.93 
@ MC29493 6 M3.5 14AWG oe 100 | 34P2251 1.65 @ MC29600 6 M35 16AWG | Red 100 | 34P2357 3.72 
@ Mc29527 6 M3.5 14AWG “ 100_|_34P2285 2.05 @ MC29604 6 MB3.5 16AWG | Red | 100 | 34P2361 6.89 
@ MC29523 6 M3.5 16AWG _ 100 34P2281 1.57 @ MC29599 6 M3.5 14AWG Blue 100 34P2356 AAT 
@ MC29529 8 M4 JOAWG “ 50 34P2287 1.50 @ MC29601 6 M3.5 14AWG | Blue 100 | 34P2358 10.08 
@ MC29525 8 M4 14AWG 100 | _ 34P2283 2.07 @ MC29597 6 M3.5 10AWG | Yellow | 50 34P2354 8.40 
@ MC29524 8 M4 16AWG ae 100 34P2282 3.94 @ Mc29602 8 M4 46AWG Red 100 34P2359 3.72 
@ MC29460 10 MS 10AWG = 50 34P2224 5.44 @ MC29603 8 M4 44AWG Blue 100 34P2360 8.98 
@ MC29500 10 MS 1OAWG “ 50 34P2258 1.54 @ MC29605 10 M5 16AWG | Red 100 | 34P2362 4.25 
@ MC29501 10 MS 10AWG |... 50 | 34P2259 5.63 “emcoc0e =| 210 ~+| «MS | AWG | Bue | 100 | 34P2363 | gaa 
@ MC29494 10 MS 14AWG " 100 34P2252 1.87 @ MC29598 10 M5 40AWG | Yellow 50 34P2355 8.58 
@ MC29528 10 M5 14AWG 7 100 | 34P2286 5.17 ae 
@ MC29490 10 M5 16AWG ss 100 | 34P2248 = 
> CONTINUED > > CONTINUED > 
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SPADE/FORK TONGUE TERMINALS (CONT.) SPLICE TERMINALS (CONT.) 
Price per Price per 
Stud Size | StudSize | AWG Pkg. Pkg. 
Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-49+ Mfg. Part No. AWG Size Color Qty Stock No. 1-49+ 
Uninsulated Nylon (Polyamide), Tin Plated Contacts 
@ MC29386 5 M3 22AWG i 100 34P2155 3.20 @ MC29367 12 AWG to 10 AWG Yellow 50 34P2136 8.17 
@ MC29385 6 M3.5 22AWG 100 34P2154 3.20 @ MC29370 12 AWG to 10 AWG Yellow 50 34P2139 7.58 
Uninsulated, Brazed Seam Uninsulated, Nickel Plated Contacts 
@ MC29586 6 M3.5 16AWG as 100 34P2343 1.59 @ MC29360 22 AWG to 16 AWG ais 100 34P2129 4.27 
@ MC29583 6 M3.5 14AWG ae 100 34P2340 4.05 @ MC29362 16 AWG to 14 AWG as 100 34P2131 4.65 
@ MC29584 8 M4 16AWG ee 100 34P2341 0.72 @ MC29364 12 AWG to 10 AWG ts 50 34P2133 4.02 
@ MC29585 8 M4 14AWG es 100 34P2342 1.69 Uninsulated, Tin Plated Contacts 
Uninsulated, Butted Seam @ MC29359 22 AWG to 16 AWG = 100 34P2128 3.30 
@ MC29579 4 M2.5 16AWG a 100 34P2336 eye @ MC29368 22 AWG to 16 AWG we 100 34P2137 8.98 
@ MC29587 6 M3.5 16AWG 2a. 100 34P2344 2.85 @ MC29361 16 AWG to 14 AWG oe 100 34P2130 4.76 
@ MC29590 6 M3.5 16AWG RS 100 34P2347 4.60 @ MC29363 12 AWG to 10 AWG is 50 34P2132 4.07 
@ MC29588 6 M3.5 14AWG we 100 34P2345 1.96 Vinyl, Tin Plated Contacts 
@ MC29591 6 M3.5 14AWG sis 100 34P2348 7.11 @ MC29374 26 AWG to 16 AWG Red 100 34P2143 12.24 
@ MC29580 6 M3.5 10AWG te 100 34P2337 7.08 @ MC29371 22 AWG to 16 AWG Red 100 34P2140 7.45 
@ MC29592 8 M4 16AWG se 100 34P2349 4.81 @ MC29372 16 AWG to 14 AWG Blue 50 34P2141 1.94 
@ MC29593 8 M4 14AWG se 100 34P2350 4.81 @ MC29375 16 AWG to 14 AWG Blue 50 34P2144 1.87 
@ MC29594 10 MS 16AWG 100 | _34P2351 4.62 @ MC29373 12 AWG to 10 AWG Yellow 50 34P2142 3.16 
@ MC29595 10 M5 14AWG By 100 34P2352 4.62 @ MC29376 12 AWG to 10 AWG Yellow 50 34P2145 6.67 
@ MC29581 10 M5 10AWG i 50 34P2338 5.46 @ MC29377 8 AWG Red 20 34P2146 10.06 
Uninsulated, Butted Seam, Locking PIM_148750 
@ MC29424 6 M3.5 16AWG ss 100 34P2191 4.95 
Vinyl, Brazed Seam Terminals - Parallel Splice 
@ MC29611 6 M3.5 14AWG Blue 100 34P2368 4.19 - 
@ MC29612 8 wid teawG | Red | 100 | 34P2369 | 4.33 iat iis Se 
@ MC29613 8 M4 14AWG Blue 100 34P2370 4.33 Mfg. Part No. Min Max Color Stock No. 4-49+ 
@ MC29614 10 M5 16AWG Red 100 34P2371 5.74 Uninsulated 
@ MC29615 10 MS 14AWG Blue 100 34P2372 2.49 @ MC29477 22AWG 16AWG s 34P2235 4.62 
Vinyl, Butted Seam @ mc29478 16AWG 14AWG “ 34P2236 5.66 
@ MC29608 4 M2.5 1eAWG | Red | 100 | 34P2365 2.03 @ MC29479 12AWG 10AWG y 34P2237 3.92 
@ MC29616 6 M3.5 16AWG Red 100 34P2373 4.35 Vinyl 
@ MC29623 6 M3.5 16AWG Red 100 34P2380 6.73 @ MC29486 22ANG 46AWG Red 34P2244 9.09 
@ MC29619 6 M3.5 14AWG | Blue 100 | 34P2376 3.43 “emc29487,.~=~—S=«Y|«S=(<«é«XCAWGSSCé«dS;##S“‘«éSA@AWGG™~=*é«dL;~S(séiues—=<COté~dY*«C<«é‘é‘ PDS ~SCi«d|CCQ CQ 
@ MC29624 6 M3.5 14AWG Blue 100 34P2381 4.54 PIM_5511783 
@ MC29617 8 M4 16AWG Red 100 34P2374 4.35 _ 
@ MC29625 8 M4 16AWG Red 100 34P2382 4.51 Terminals - Closed End Splice 
@ MC29620 8 M4 14AWG Blue 100 34P2377 4.13 - 
@ MC29626 8 M4 14AWG | Blue | 100 | 34P2383 5.47 ain one 
© MC29622 8 M4 JOAWG | Yellow 50 34P2379 3.86 Mfg. Part No. Max Material Color Qty Stock No. 1-49+ 
@ MC29618 10 M5 16AWG Red 100 34P2375 5.55 Crimp 
@ MC29627 10 MS 1GAWG | Red | 100 | 34P2384 7.92 @ MC29378 16AWG Uninsulated Natural | 50 34P2147 1.98 
© MC29621 10 M5 14AWG | Blue | 100 [RBsaa2o7 6.26 @ M1C29379 10AWG | Nylon (Polyamide) | Natural | 50 34P2148 2.02 
@ MC29628 10 M5 14AWG Blue 100 34P2385 2.55 PIM_5511782 
@ MC29609 10 M5 10AWG | Yellow 50 34P2366 2.75 
Vinyl, Butted Seam, Lockin 
@ MC29430 1/4” M6 10AWG | Yellow 50 34P2197 3.06 DISCONNECT TERMINALS multicomp 
@ MC29425 6 M3.5 16AWG Red 100 34P2192 5.53 
@ MC29426 6 M3.5 14AWG Blue 100 34P2193 5.66 
@ MC29427 6 M3.5 10AWG | Yellow 50 34P2194 4.95 
@ MC29431 8 M4 16AWG Red 100 34P2198 2.14 
@ MC29432 8 M4 14AWG Blue 100 34P2199 10.71 } 
@ MC29428 8 M4 10AWG | Yellow | 50 | 34P2195 4.65 
Nylon Insulated 
noe ee eee eet, oe 
p ig Disconnect Gein ‘ 
@ MC29429 10 MS 10AWG | Yellow 50 34P2196 1.89 al o Getinpian 
PIM_148752 ¥ 2 @ re 
SPLICE TERMINALS @ Nylon Insulated 
multicomp Piggyback Disconnect 
Adapter 
Gop einpiat ® UL file no. E327839 
Available Price per 
Tab Size Tab Size AWG Pkg. 
Mfg. Part No. Imperial Metric Max | Color | Qty | Stock No. 1-49+ 
Female Flag Disconnect, Uninsulated 
Price per @mc29417 | 0.25"x 0.032" | 6.356mmx0.81mm | 18AWG |... | 100 | 34P2185 | 2.38 
Pkg. @ MC29418 0.25" x 0.032" | 6.35mm x 0.81mm | 14AWG ue 100 | 34P2186 5.91 
Mfg. Part No. AWG Size Color Qty Stock No. 1-49+ @ MC29419 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG 100 | 34P2187 2.28 
Nylon (Polyamide), Tin Plated Contacts Female Piggyback Disconnect, Nylon (Polyamide), Double Crimp 
@ MC29365 22 AWG to 16 AWG Red 100 34P2134 6.58 @MC29475 | 0.25" x 0.032" | 6.35mm x 0.81mm | 16AWG | Red | 100 | 34P2233 6.40 
@ MC29366 16 AWG to 14 AWG Blue 50 34P2135 3.86 Female Piggyback Disconnect, Vinyl 
@ MC29369 16 AWG to 14 AWG Blue 100 34P2138 4.27 @ MC29476 0.25” x 0.032” | 6.35mm x 0.81mm | 16AWG | Red 100 | 34P2234 6.29 
> CONTINUED > > CONTINUED > 
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DISCONNECT TERMINALS (CONT.) PIN TERMINALS (CONT.) 
Price per Price per 
Tab Size Tab Size AWG Pkg. Pin Pin Pkg. 
Mfg. Part No. Imperial Metric Max | Color | Qty | Stock No. 1-49+ Mfg. Part No. AWG Size Dia. Length Color Stock No. 1-49+ 
Female Quick Disconnect, Nylon (Polyamide) Copper Terminal, Vinyl 
@ MC29389 0.11" x 0.02” | 2.8mmx0.51mm | 22AWG | Violet | 100 | 34P2157 7A1 @ MC29483 22AWG to 16AWG 1.9mm 12mm Red 34P2241 4.09 
@MC29390 | 0.187"x 0.02” | 4.75mm x 0.51mm | 18AWG | Red 100 | 34P2158 7.30 @ MC29484 16AWG to 14AWG 1.9mm 12mm Blue 34P2242 2.53 
@MC29392 | 0.187"x 0.02" | 4.75mmx0.51mm | 14AWG | Blue | 100 | 34P2160 9.52 @ MC29485 12AWG to 10AWG 2.8mm 14mm Yellow 34P2243 2.53 
@ MC29391 0.25" x 0.032” | 6.35mm x 0.81mm | 16AWG | Red 100 | 34P2159 15.86 PIM_148749 
@ MC29393 | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue 50 34P2161 B25 
e MC29394 0,20 x 0.032” | 6.35mm x 81mm 10AWG ve low} 50 34P2162 4.60 HEAT-SHRINK SOLDER ie MADE (r) 
Female Quick Disconnect, Nylon (Polyamide), Double Crimp CONNECTORS Ti Osa multicomp 
@ MC29408 0.11" x 0.02” | 2.8mmx0.51mm | 14AWG | Blue | 100 | 34P2176 3.34 


@MC29395 | 0.187"x 0.02" | 4.75mm x 0.51mm | 16AWG | Red 100 | 34P2163 WES: AL @ 
@Mc29397 | 0.187"x 0.02” | 4.75mm x 0.51mm | 14AWG | Blue 100 | 34P2165 7.84 

@Mc29409 | 0.187"x 0.02" | 4.75mm x 0.51mm | 14AWG | Blue 100 | 34P2177 3.40 2-22 quyyyses 18-22, 

@ MC29396 0.25” x 0.032" | 6.35mm x 0.81mm | 16AWG | Red 100 | 34P2164 11.49 

@MC29407 | 0.25" x 0.032" | 6.35mm x 0.81mm | 16AWG | Red 100 | 34P2175 3.65 

@ MC29398 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue 50 34P2166 11.81 

@ MC29410 0.25” x 0.032" | 6.35mm x 0.81mm | 14AWG | Blue 100 | 34P2178 6.87 

@MC29411 0.25” x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow | 50 34P2179 10.16 

Female Quick Disconnect, Uninsulated 


Heat-shrink solder connectors are made with a low temperature solder and require no crimping. Solder 
connectors provide greater mechanical strength and superior conductivity. UL recognized (file E141071) and 


@Mc29402_|_0.11"x0.02" | 2.8mmx0.simm | 14AWG |... | 100 | 34P2170 | 1.02 CSA certified (file 100774). Made in the U.S.A. Sold in packages of 25 and 100. 

@mc29400 | 0.187"x 0.02” | 4.75mmx0.51mm | 16AwG | .... | 100 | 34P2168 2.49 Price per 
@mcz29403 | 0.187"x 0.02” | 4.75mmx0.51mm | 14AwG |... | 100 | 34P2171 2.49 Pkg. 
@mc29404 | 0.187"x 0.02" | 4.75mmx0.51mm | 14awG |... | 100 | 34P2172 2.19 Mfg. Part No. AWG Size Color Qty Stock No. 1-24+ 
@MC29401 | 0.25”x 0.016" | 6.35mmx 0.4mm | 16AWG |... 100 | 34P2169 3.09 Polyolefin, 1.5” Length 

@MC29405 ‘| 0.25"x 0.016" | 6.35mmx 0.4mm | 14AWG | _... 100 | 34P2173 1.26 @ LFEB-16/25 22 AWG to 18 AWG Red 25 01AC6293 21.76 
Female Quick Disconnect, Vinyl @ LFEB-16/100 22 AWG to 18 AWG Red 100 01AC6292 79.69 
@mc29413 | 0.11"x0.02” | 2.8mmx0.5imm | 14AWG| Blue | 100 | 34P2181 1.94 @ LFEB-14/25 16 AWG to 14 AWG Blue 25 01AC6291 21.76 
@mc29399 | 0.187" x 0.02" | 4.75mm x0.51mm | 16AWG | Red | 100 | 34P2167 274 @ LFEB-14/100 16 AWG to 14 AWG Blue 100 01AC6290 | 79.69 
@mc29414 | 0.187" x 0.02” | 4.75mmx0.51mm | 14AWG | Blue | 100 | 34P2182 1.94 @ LFEB-10/25 12 AWG to 10 AWG Yellow 25 01AC6289 | 24.88 
@Mc29412 | 0.25” x 0.032" | 6.35mm x 0.81mm | 16AWG | Red 100 | 34P2180 3.76 Polyolefin, 1” Length 

@Mc29415 | 0.25"x 0.032" | 6.35mm x0.81mm | 14AWG | Blue | 100 | 34P2183 3.76 @ LFEB-20/25 24AWG to 22AWG | Transparent 25 01AC6295 | 23.33 
@mc29416 | 0.25" x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow | 50 | 34P2184 2.11 @ LFEB-20/100 24AWG to 22AWG | Transparent 100 01AC6294 69.19 
Female Quick Disconnect, Vinyl, Double Crimp PIM_68539 

@mcz29406 | 0.187"x 0.02” | 4.75mm x0.51mm | 16AWG | Red | 100 | 34P2174 3.34 

Male Quick Disconnect, Nylon (Polyamide) SEALED CRYSTAL CLEAR BUTT AND STEP- tr) 

@MC29438 | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue 50 | 34P2203 8.13 DOWN BUTT CONNECTORS multicomp 
@mc29439 | 0.25" x 0.032” | 6.35mm x 0.81mm | 10AWG | Yellow 25 | 34P2204 3.91 


@MC29450 | 0.25” x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow | 50 34P2214 8.85 
Male Quick Disconnect, Nylon (Polyamide), Double Crimp 
@MC29440 =| 0.187"x 0.02” | 4.75mm x 0.51mm | 16AWG | Red 50 34P2205 3.07 
@MC29442 = | 0.187" x 0.02” | 4.75mm x 0.51mm | 14AWG | Blue 50 34P2207 3.07 


OSSB Series (Step Down Butt) 


@mc29449 | 0.25"x 0.016" | 6.35mmx04mm | 14AWG| Blue | 100 | 34P2213 | 18.71 OSWB Series 
@Mc29441 0.25” x 0.032” | 6.35mm x 0.81mm | 16AWG | Red 50 34P2206 11.89 Easy to use crimp and shrink butt splices with low shrink temperature (90°C). Order crimp tools separately. Sold 
@mc29443 | 0.25"x 0.032" | 6.35mm x0.8Imm | 14AWG| Blue | 50 | 34P2208 | 11.89 in packages of 100 and 25. 

@Mc29444 | 0.25"x 0.032” | 6.35mm x 0.81mm | 10AWG | Yellow | 25 | 34P2209 5.33 Ale 
Male Quick Disconnect, Uninsulated Mfg. Part No. AWG Size Color aty | StockNo. | 1-24+ 
@mc29445 | 0.187"x 0.02" | 4.75mmx0.5imm] 16AWG] .... | 100 | 34P2210] 2.60 Rolyiner Buti Splles 

@mc29446 | 0.25"x 0.032" | 6.35mmx0.8Imm | AWG]... | 100 | 34P2211 | 292 SaWEIEEE anew ANG | Tee = TIVE WEES 
@Mcze447 _| 0.25" x 0.032" | 635mm x0.8imm | TAAWG | | 100 | RSAEA2I OSWB-16/100 22AWG to 18AWG | Transpareni 100 | O1AC5795 | 62.25 
Male Quick Disconnect, Vinyl OSWB-14/25 16AWG to 14AWG | Transpareni 2B 01AC5794. | 19.65 
LO MC20451_| 0.187" x 0.02" | 475mm x0.5imm | IGAWG | Red | 100 [RSAgz20% MimmiCemay OSWB-14/100 T6AWG to 14AWG | Transparen too | o1acs793 | 71.78 
@mc29453 | 0.187"x 0.02" | 4.75mmx0.5imm | 4AWG| Blue | 100 | 34P2217 | 4.62 SaiaGEE CC ee = Tae SEDaeEES 

@ mc20436 _ | 0.25" x 0.032" | 635mm x0.8imm | TEAWG | Red | 50 | RSSUZz02E SZ) OSWB-10/100 12AWG to 10AWG | Transparen 700 | 01acs791 | 91.95 
@mc29452 | 0.25"x 0.032" | 635mm x0.81mm | 1GAWG| Red | 100 | 34P2216 | 4.79 Polymer, Step Down Butt, 12-10AWG to BAWG 

@Mc29454 =| 0.25"x 0.032" | 6.35mm x0.81mm | 14AWG | Blue | 100 | 34P2218 1.95 —OssB-1025 | 10AWGto8AWG | Transparent | 25 | O1Ac5787 | 2376 
@MC29455 | 0.25"x 0.032" | 6.35mm x0.81mm | 10AWG | Yellow | 50 | 34P2219 | 4.10 Polymer, Step Down Butt, 16-14AWG to 1210AWG 

Quick Disconnect Adapter, Uninsulated OSSB-14/25 14AWG to 12AWG | Transparen 25 01AC5788 |] 30.88 

© C20387_| 0.267x 0.032" | 6.35mm x0.81mm |_| ~ | 50_[RSAMBISOR CE Polymer, Step Down Butt, 22-18AWG to 16-14AWG 

@mc29629 | 0.25"x 0.032" | 6.35mmx0.8Imm | _.. | 100 | 34P2386 | 4.27 GSSEAAiE ABAWGindBAWG | Tenenaah 5 Mare an 
PIM SAB 7 a Polymer, Step Down Butt, 24-22AWG to 22-18AWG 
ose eee a eee OSSB-20/25 24 AWG to22AWG | Transparen 25 01AC5790 | 21.68 


PIN TERMINALS 


PIM_5732506 


cornplant @ 
Se eonoin multicomp 


Price per HEAT-SHRINK CRIMP AND SOLDER MADE @ 
da. ill Soe Pkg. CONNECTORS jas. Multicomp 
Mfg. Part No. AWG Size Dia. Length Color Stock No. 1-49+ 
Copper Terminal, Nylon (Polyamide) Gee tinoint 
@ MC29480 22AWG to 16AWG ae 12mm Red 34P2238 13.41 Available 
16AWG to 14AWG 1.8) 12 BI 34P2239 

emcee is _ me i 1eia6) Easy to install heat-shrink crimp and solder butt connectors. Available in clear, red, blue, yellow and pink. Order 

@ MC29482 12AWG to 10AWG | 2.8mm 14mm Yellow 34P2240 4.38 crimp tools separately. Made in the U.S.A. Sold in packages of 100 and 25. 
> CONTINUED > > CONTINUED > 


480 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


CONNECTORS & ACCESSORIES 


TERMINALS & SPLICES 


HEAT-SHRINK CRIMP AND SOLDER CONNECTORS (CONT.) Fork Tongue Terminals (CONT.) 
Price per Price per 
Pkg. Stud Size | Stud Size | AWG Pkg. 
Mfg. Part No. AWG Size Color Qty Stock No. 1-9+ Mfg. Part No. Imperial Metric Max Color Qty | Stock No. 1-4+ 
Butt Connectors, Seamless Seam Polyolefin 
@ LFMB-20/25 24 AWG to 22 AWG Transparent 25 01AC6303 24.68 @ MH18-6FLX 6 M3.5 18AWG Red 25 10M9537 46.31 
@ LFMB-20/100 24 AWG to 22 AWG Transparent 100 01AC6302 89.83 @ MH14-6FLX 6 M3.5 14AWG Blue 25 10M9530 = 
@ LFMB-16/25 22 AWG to 18 AWG Red 25 01AC6301 30.41 @ MH18-8FLX 8 M4 18AWG Red 25 10M9539 59.36 
@ LFMB-16/100 22 AWG to 18 AWG Red 100 01AC6300 101.64 @ MH14-8FLX 8 M4 14AWG Blue 25 10M9532 46.31 
@ LFMB-14/25 16 AWG to 14 AWG Blue 25 01AC6299 31.77 @ MH10-8FLX 8 M4 10AWG | Yellow 25 10M9522 54.14 
@ LFMB-14/100 16 AWG to 14 AWG Blue 100 01AC6298 106.32 @ MH18-10FLX 10 MS 18AWG Red 25 10M9535 44.44 
@ LFMB-10/25 12 AWG to 10 AWG Yellow 25 01AC6297 sr72 @ MH14-10FLX 10 M5 14AWG Blue 25 10M9525 46.31 
@ LFMB-10/100 12 AWG to 10 AWG Yellow 100 01AC6296 50.09 @ MH10-10FLX 10 M5 10AWG | Yellow 25 10M9517 54.14 
Polyolefin, Stepdown Butt Connector, Seamless Seam PIM_5511829 
@ LFMSB-20/25 22 AWG to 18 AWG Red 25 01AC6307 17.95 
@ LFMSB-16 22 AWG to 14 AWG Blue 25 01AC6306 35.28 Crimp Terminals - Quick Connect & Disconnect 
@ LFMSB-14 16 AWG to 10 AWG Yellow 25 01AC6305 43.83 Rnicaper 
@ LFMSB-10/25 12 AWG to 8 AWG Pink 25 01AC6304 | 30.52 Tab Size au sue AWG Pkg. 
PIM_73822 Mfg. Part No. Imperial Metric Max | Color | Qty |StockNo.|  1-24+ 
Female Quick Disconnect, Nylon (Polyamide) 
Crimp Tools . MH: 0.25" x 0.032" ]6.35mm x 0.81mm] 18AWG] Red ] 25 | 109545] 52.18 
For Use ericelEach) MNHU14- 0.25" x 0.032" | 6.35mm x0.81mm| 14AWG] Blue | 25 | 66W5833| 54.14 
Mfg. Part No. With Stock No.|  1-24+ 250DFIX 
Hand @ MNHU10- 0.25" x 0.032" | 6.35mm x 0.81mm| 10AWG | Yellow] 25 | 10M9542| 97.24 
@ SPC11945 | 26-10AWG Insulated Terminals and 22-10AWG Non-Insulated | 94C6700 8.75 250DFIX 
Terminals Male Quick Disconnect, Nylon (Polyamide) 
Ratchet @ MNHU14- 0.25” x 0.032" | 6.35mm x 0.81mm} 14AWG]} Blue | 25 | 10M9544] 54.14 
@ SPC11946 Heat Sealed Connectors 94C6701 | 137.08 250DMIX 
PIM_5511785 @ MNHU10- 0.25” x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow} 25 | 10M9543] 87.24 
250DMIX 
PIM_5511830 
3M™ HEAT-SHRINK RING TONGUE TERMINALS, FORK 
TONGUE TERMINALS, 3M 
BUTT SPLICES AND 3M™ VINYL INSULATED SOLDERLESS TERMINALS oN 
DISCONNECTS 
RoHS RoHS 
Gesinpian Gee sinpian 
Available Available 
Fork Tongue Terminals 
e Corrosion-Resistant e Durable Heat-Shrink Tubing Resists Abrasion, Fig. 2 7 
@ Improves Mechanical Performance Scoring and Cut-Through Fig. 1 Fig. 3 
Heat-shrink, pre-insulated ring tongue terminals, fork terminals, butt splices and disconnects protect against 
the most challenging of environments. Versatile and easy to install — just strip wires to appropriate length, 
insert wire into terminal and crimp, then apply heat with a recommended heat source. Sold in packages of 25. 
Price per 
Stud Size | StudSize | AWG Pkg. 
Mfg. Part No. Imperial Metric Max Color | Qty | Stock No. 1-4+ Fig. 5 
Polyolefin Fig. 4 
@ MH10-38RX 3/8” M10 10AWG | Yellow 25 10M9521 54.14 Price per 
@ MH14-38RX 3/8” M10 14AWG Blue 25 10M9528 57.80 Stud Size | Stud Size AWG |__Pkg. 
@ MH14-6R/LX 6 M3.5 44AWG Blue 25 40M9531 46.31 Mfg. Part No. Imperial Metric Max Color | Qty | Stock No. 1+ 
@ MH18-6RILX 6 M35 [ 18AWG | Red | 25 | 10M9538 | 46.31 Vinyl 
@ MH10-8RX 8 M4 40AWG | Yellow | 25 40M9523 54.14 @ MV14-14FLX 1/4" M6 14AWG | Blue | 100 | 66W6126 | 118.51 
@ MH14-8R/LX 8 M4 14AWG | Blue | 25 | 10M9533 | 46.31 @ MV10-14FLX 114" M6 10AWG | Yellow | 50 | 66W6116 | 77.45 
@ MH18-8RILX 8 m4 TeAWG | Red | 25 | 10M9540 | 46.31 © BFV18-6Q 8 M35 | 18AWG | Red | 25 | GSI2700R Meise 
@ MH14-10R/LX 10 M5 44AWG Blue 25 40M9526 46.31 @ MV18-6FLX 6 M3.5 18AWG Red 100 66W6139 93.46 
@ MH18-40RILX 10 M5 1eAWG | Red | 25 | 10M9536 | 46.31 @ MVU18-6FX 8 M35 | 18AWG | Red_| 100 | 66W6110 | 70.87 
@ MH10-14RX 1/4" M6 10AWG | Yellow | 25 | 10M9520 | 54.14 @ MVU18-6FBX 6 M35 | 18AWG | Red | 100 | 66W6113 | 70.87 
@ MH14-44R/SX 114° M6 AWG | Blue | 25 | 10M9527 | 59.98 @ BFV14-6Q 8 M35 | M4AWG | Blue | 25 |P9sT2795ii | i233 
PIM_78552 @ MVU14-6FB/SX 6 M3.5 14AWG Blue 100 | 66W6101 = 
- @ MV14-6FLX 6 M3.5 14AWG Blue 100 | 66W6129 97.21 
A A ‘ @ MVU14-6FX 6 M3.5 14AWG Blue 100 | 66W6102 71.64 
A ol ie ed @ BFV10-60 6 wi35 | 10AWG | Yellow | 25 | oaT2793 | 17.64 
le @ MVU10-6FBX 6 M3.5 | 10AWG | Yellow | 50 | 6ewe091 | 49.04 
: = @ MV10-6FLX 6 M3.5 10AWG | Yellow | 50 66W6120 61.71 
ee eee @ MVU10-6FX 6 M3.5 10AWG | Yellow | 50 66W6092 45.24 
@ MH18BCX 22 AWG to 18 AWG Red 25 7T0M9541 59.98 e BevIEte. 8 M4 18AWG Red 25 9472799 12.33 
Sues emceneme | ae [= mor Tapes Shue [eee et oe 
* a wbx 12 AWG to 10 AWG Yellow 25 10M9524 87.24 @LIEBEX 7 Ma TeAWG | Red | 100 | eewetl2 | 80.91 
_ @ BFV14-8Q 8 M4 14AWG Blue 25 9472796 12.33 
: @ MVU14-8FBX 8 M4 14AWG | Blue | 100 | 98F5894 | 71.64 
Fork Tongue Terminals @ MV14-8FLX 8 wa | 14awG | Bue | 100 | eewet31 | 97.21 
Price per @ MVU14-8FX 8 M4 14AWG Blue 100 | 66W6103 85.93 
Stud Size | Stud Size | AWG |_ Pho = “S BFV10-80 8 4 TOAWG | Yellow | 25 | 9474853 = 
5 ws. er No. Imperial Metric Max Color Qty Stock No. 1-4+ @ MvU10-8FBX 8 4 ToAWG | Yellow 50 SGWw6093 = 
olyolefin 
e reper 7 Me T4AWG Blue 5 97H4580 = @ MV10-8F =a 8 M4 10AWG | Yellow | 50 66W6122 61.71 
@ MH10-14FLX 114 M6 T0AWG | Yellow | 25 | 10M9519 a SMU EEN 8 ui TOAWG | Yellow | 50 _|MBGMIGISSs RBI 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 
TERMINALS & SPLICES 


@ Indicates ROHS Compliant 


4] Find Datasheets Online 


3M™ VINYL INSULATED SOLDERLESS TERMINALS (CONT.) Crimp Terminals - Butt Splice 
Price per Price per 
Stud Size | Stud Size AWG Pkg. Pkg. 
Mfg. Part No. Imperial Metric Max Color | Qty | Stock No. the Mfg. Part No. AWG Size Color Qty Stock No. 1+ 
Vinyl Vinyl 
@ BFV18-10 10 M5 18AWG | Red | 25 | 9472797 | 12.33 @ BSV18Q 22 AWG to 18 AWG Red 25 9472801 12.33 
@ MVU18-10FBX 10 M5 18AWG | Red | 100 | 66W6104 | 70.87 @ MV18BCX 22 AWG to 18 AWG Red 100 66W6143 97.21 
@ MV18-10FLX 10 M5 18AWG | Red | 100 | 66w6134 | 96.38 @ BSV14Q 16 AWG to 14 AWG Blue 25 9472800 12.33 
@ MVU18-10FX 10 M5 18AWG | Red | 100 | 66W6105 _ @ MV14BCX 16 AWG to 14 AWG Blue 100 66W6133 97.21 
@ BFV14-10Q 10 M5 14AWG | Blue | 25 | 9472794 | 12.33 @ MV10BCX 12 AWG to 10 AWG Yellow 50 66W6124 67.57 
@ MVU14-10FBX 10 M5 14AWG | Blue | 100 | 6eweo9s | 73.75 PIM_5511793 
@ MV14-10FLX 10 M5 14AWG | Blue | 100 | 66w6125 | 97.21 
ca 0 M5 | 14AWG | Blue | 100 [RRGSNEOSEIN UAE 3M™ NYLON INSULATION GRIP SOLDERLESS TERMINALS 3M 
@ BFV10-10Q 10 M5 10AWG | Yellow | 25 | 9474852 | 17.64 
@ MVU10-10FBX 10 M5 10AWG | Yellow | 50 | 6eweoss | 52.32 
@ MV10-10FLX 10 M5 10AWG | Yellow | 50 | 66w6114 | 61.71 
@ MVU10-10FX 10 M5 10AWG | Yellow | 50 | 6ewe0s9 | 48.27 P. 
PIM_209523 sj — 
Crimp Terminals - Ring Tongue 94724 ee 
Price per _ MNG10-6FX 
Stud Size | Stud Size | AWG Pkg. - RoHS 
Mfg. Part No. Imperial Metric Max Color | Qty | Stock No. 1-4+ fs &e npn 
Vinyl, Highland™ . 
@ RV10-38Q 3/8” M10 10AWG | Yellow | 25 | 9474863 ] 17.64 94789 i 
@ RV10-6Q 6 M3.5 10AWG | Yellow | 25 | 9472829 | 17.64 
MNG18-250DFX 
@RV14-6Q 6 M3.5 14awG | Blue | 25 | 9472833 | 12.33 MING14-250DMx 
@ RV18-6Q 6 M3.5 18AWG | Red | 25 | 9472837 | 12.33 Pricsner 
@ RV10-8Q 8 M4 10AWG | Yellow 25 9474865 17.64 Stud Size | Stud Size AWG Pkg. 
@ RV18-8Q 8 M4 18AWG Red 25 9472838 12.33 Mfg. Part No. Imperial Metric Max Color | Qty | Stock No. 1-4+ 
@ RV10-10Q 10 M5 40AWG | Yellow | 25 9474861 17.64 Nylon (Polyamide), Block Fork Terminals 
@ RV14-10 10 M5 14AWG | Blue | 25 | 9472830 | 42.33 @ MNG18-6FB/SX 6 M3.5 18AWG | Red | 100 | 66w6342 55.22 
@ RV18-100 10 M5 1sAwG | Red | 25 | 9472835 | 12.33 @ MNG14-6FB/SX 6 M3.5 14AWG | Blue | 100 | 66w6327 | 140.34 
@ RV10-14Q 114" M6 10AWG | Yellow | 25 | 9474862 | 17.64 @ MNG10-6FBX 6 M3.5 10AWG | Yellow | 50 | 66W6308 77.45 
@ RV10-516Q 5/16" M8 10AWG | Yellow | 25 | 9474864 | 17.64 @ MNG18-8FBX 8 M4 18AWG | Red | 100 | 66W6346 | 140.34 
Vinyl, Scotchlok™ @ MNG14-8FBX 8 M4 14AWG | Blue | 100 | 66w6331 | 140.34 
@ MV10-38R/SX 3/8" M10 10AWG | Yellow | 50 | 66w6118 | 70.17 @ MNG10-8FBX 8 M4 10AWG | Yellow | 50 | 480328 77.45 
@ MV18-38RX 3/8” M10 18AWG | Red | 100 | 66W6137 = @ MNG18-10FBX 10 M5 18AWG | Red | 100 | 66we334 | 140.34 
@ MV10-6RX 6 M3.5 10AWG | Yellow | 50 | 66W6121 | 63.96 @ MNG14-10FBX 10 M5 14AWG | Blue | 100 | 66W6316 | 140.34 
@ MV14-6R/SX 6 M3.5 14AwWG | Blue | 100 | 66we130 | 96.38 @ MNG10-10FBX 10 M5 10AWG | Yellow | 50 | 66Ww6300 7745 
@ MV10-8RX 8 M4 10AWG | Yellow | 50 66W6123 63.96 Nylon (Polyamide), Locking Fork Terminals 
@ MV14-8R/LX 8 M4 14AWG | Blue | 100 | 66we132 | 96.38 @ MNG14-14FLX 114" M6 14AWG | Blue | 100 | 66w6320 | 154.89 
@ MV18-8R/LX 8 M4 18AWG | Red | 100 | 66w6142 | 92.63 @ MNG10-14FLX 114" M6 10AWG | Yellow | 50 | 66W6304 74.33 
@ MV10-10RX 10 M5 10AWG | Yellow | 50 | 66W6115 | 63.96 @ MNG18-6FLX 6 M35 18AWG | Red | 100 | 66w6343 | 140.34 
@ MV14-10R/LX 10 M5 14AWG | Blue | 100 | 6772487 | 96.38 @ MNG14-6FLX 6 M3.5 14AWG | Blue | 100 | 66W6328 | 140.34 
@ MV18-10R/LX 10 M5 18AWG | Red | 100 | 66w6135 | 96.38 @ MNG10-6FLX 6 M3.5 10AWG | Yellow | 50 | 66W6309 74.33 
@ MV10-14R/SX 114” M6 10AWG | Yellow | 50 | 66W6117 | 73.29 @ MNG18-8FLX 8 M4 18AWG | Red | 100 | 66W6347 | 135.14 
@ MV14-14R/SX 114” M6 14AWG | Blue | 100 | 66we127 | 4148.51 @ MNG14-8FLX 8 M4 14AwWG | Blue | 100 | 66we332 | 140.34 
@ MV18-14R/SX 114" M6 18AWG | Red | 100 | 66wei36 | 118.51 @ MNG10-8FLX 8 M4 10AWG | Yellow | 50 | 66W6312 74.33 
@ MV10-516R/SX 5/16" M8 10AWG | Yellow | 50 | 66w6119 | 70.17 @ MNG18-10FLX 10 M5 18AWG | Red | 100 | 66we335 | 135.14 
@ MV14-516R/SX 5/16” M8 14AWG | Blue | 100 | 66W6128 | 118.51 @ MNG14-10FLX 10 MS 14AWG | Blue | 100 | 66W6317 | 140.34 
@ MV18-516R/SX 5/16” M8 18AWG | Red | 100 | 66W6138 | 114.35 @ MNG10-10FLX 10 M5 10AWG | Yellow | 50 | 66W6301 77.45 
PIM_5511791 Nylon (Polyamide), Standard Fork Terminals 
@ MNG18-6FX 6 M3.5 18AWG | Red | 100 | 66w6344 | 164.25 
Crimp Terminals - Quick Connect & Disconnect @ MNG14-6FX 6 M3.5 14AWG | Blue | 100 | 66we329 | 140.34 
- @ MNG10-6FX 6 M3.5 10AWG | Yellow | 50 | 66w6310 14.38 
4a Sins eeees | las Oe @ NING18-8FX 8 wa | 18AWG | Red | 100 | 66W6348 = 
Mfg. Part No. Imperial Metric Max | Color | Qty | Stock No. 1+ @ MNG14-8FX 8 M4 14AWG | Blue 100 | 66W6333 | 140.34 
Female Quick Disconnect, Vinyl, Highland™ @ MNG10-8FX 8 M4 10AWG 50 | 66W6313 77.45 
@FDV14-187Q _ | 0.187"x 0.02" | 4.75mmx0.51mm| 14AWG| Blue | 25 | 9472808 | 12.33 @ MNG18-10FX 10 MS 18AWG 100 | 66w6336 | 158.01 
@ FDV18-187Q _| 0.25"x 0.032" | 6.35mm x 0.81mm | 18AWG | Red | 25 | 9472810 | 12.33 @ MNG14-10FX 10 MS 14AWG 100 | 66W6318 | 140.34 
@ FDV18-250Q__| 0.25" x 0.032" | 6.35mm x 0.81mm | 18AWG | Red | 25 | 9472811 | 12.33 @ MNG10-10FX 10 MS 1OAWG 50 | 66W6302 | 74.33 
@ FDV14-250Q ‘| 0.25"x 0.032" | 6.35mm x 0.81mm| 14AWG| Blue | 25 | 9472809 | 12.33 PIM_209524 
Female Quick Disconnect, Vinyl, Scotchlok™ 
@ MVU18-187DFX | 0.187” x 0.02” | 4.75mm x 0.51mm | 18AWG | Red | 100 | 66W6106 | 44.90 Crimp Terminals - Butt Splice 
@ MVU14-187DFX | 0.187” x 0.02” | 4.75mm x 0.51mm | 14AWG | Blue | 100 | 66w6097 | 220.08 EOS 
@ MVU18-250DFX | 0.25" x 0.032" | 6.35mm x 0.81mm | 18AWG| Red | 100] 66w6108| 44.90 Pkg. 
@ MVU14-250DFX | 0.25” x 0.032" | 6.35mm x 0.81mm | 14AWG | Blue | 100 | 66w6099 | 220.08 Mfg. Part No. AWG Size Color aty Stock No. 1-44 
Male Quick Disconnect, Vinyl, Scotchlok™ Nylon (Polyamide) 
@ MVU14-187DMX | 0.187" x 0.02" | 4.75mm x 0.51mm | 14AWG] Blue | 100] 66w6098 | 30.54 @ MNG18BCX 22 AWG to 18 AWG Red 100 66W6351 200.63 
@ MVU18-187DMx | 0.25" x 0.032" | 6.35mm x 0.81mm | 18AWG| Red | 100] 66W6107| 46.97 @ MNG14BCX 16 AWG to 14 AWG Blue 100 48W0329 200.63 
@ MVU18-250DMX | 0.25” x 0.032" | 6.35mm x 0.81mm | 18AWG | Red | 100 | 66W6109 | 220.08 @ MNG10BCX 12 AWG to 10 AWG Yellow 50 66W6315 161.65 
@ MVU14-250DMX | 0.25” x 0.032" | 6.35mm x 0.81mm | 14AWG | Blue | 100] 66w6100 | 220.08 PIM_5511796 
@ MVU10-250DMx | 0.25" x 0.032” | 6.35mm x 0.81mm | 10AWG | Yellow | 50 | 66w6090 | 141.90 
PIN_S511792 Ring Tongue Terminals 
> CONTINUED > 
482 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


CONNECTORS & ACCESSORIES 


TERMINALS & SPLICES 


Ring Tongue Terminals (CONT.) 3M™ UNINSULATED SOLDERLESS TERMINALS (CONT.) 


= RoHS. 
Price per ~ Soper 
Stud Size | Stud Size | AWG Pkg. Cay Available 
Mfg. Part No. Imperial Metric Max Color | Qty | Stock No. 1-4+ )» 
Nylon (Polyamide) : ESS. 
@ MNG10-38R/SX 318" M10 | 40AWG | Yellow | 50 | 66W6307 | 74.33 / 
@ MNG14-38RX 318" mio | 14AWG | Blue | 100 | 66we326 | 187.11 a, 
@ MNG18-38RX 3/8" mio_| 18AwG | Red | 100 | 66we341 | 154.89 ape 
@ MNG10-6RX 6 3.5 | 10AWG | Yellow | 50 | 66W6311 | 77.45 Stud Size | Stud Size AWG Pkg. 
@ MNG14-6R/SX 6 wi3.5 | 14AwG | Blue | 100 | 6ewes30 | 140.34 Mfg. Part No. Imperial Metric Max Qty | Stock No. 1-4+ 
@ MNG18-6R/SX 6 M3.5 18AWG | Red | 100 | 66W6345 | 140.34 Uninsulated, Block Fork Terminals 
@ MNG10-8RX 8 Ma 10AWG | Yellow | 50 | 6ewe314 | 77.45 @ M18-6FBX 6 M35 1sAWG | 100 | 66W6023 ae 
@ MNG18-8RI/LX 8 Ma 18AWG | Red | 100 | e6we349 | 1440.34 @ M14-6FBISX 6 M35 14AwG | 100 | 48wo4e6 | 77.42 
@ MNG10-10RX 10 M5 TOAWG | Yellow | 50 | 66W6303 | 77.45 @ M10-6FBX 6 M3.5 10AWG 50 6ews997 | 46.41 
@ MNG14-10RX 10 M5 14AWG | Blue | 100 | 6we3t9 | 140.34 @ M18-8FBX 8 M4 1sAwG | 100 | 66w6027 | 60.82 
@ MNG18-10RILX 10 M5 18AWG | Red | 100 | e6W6337 | 140.34 @ M14-8FBX 8 Ma 14AwG | 100 | 6ewe013 | 77.42 
@ MNG10-14R/SX 11a” M6 10AWG | Yellow | 50 | 66w6305 | 77.45 @ M10-8FBX 8 Ma 1OAWG 50 66we000 | 39.73 
@ MNG14-14R/SX 1/4" M6 14AWG | Blue | 100 | 66W6321 | 154.89 @ M18-10FBX 10 MS 18AWG 100 66W6017 60.82 
@ MNG18-14R/SX 1/4” M6 18AWG | Red | 100 | e6We338 | 154.89 @ M14-10FBX 10 M5 14aAwG | 100 | 6ewe00d | 63.28 
PIM_5511794 @ M10-10FBX 10 M5 10AWG 50 66W5989 44.05 
Uninsulated, Locking Fork Terminals 
Crimp Terminals - Quick Connect & Disconnect @ M14 14FLX a" M6 14AWG | 100 | 48W0465 | 16.83 
ees @ M10-14FLX 114° M6 10AWG 50 66W5993 | 55.66 
aah Sie Fens aie Pkg. @ M18-6FLX 6 M35 tsAwG | 100 | 6eweo24 = 
Mfg. Part No. Imperial Metric Max |Color| Qty |StockNo.| 1-24 _ @ M14-6FLX 6 M3.5 14AWG 100 66W6010 _ 
Female Quick Disconnect, Nylon (Polyamide) @ M18-8FLX 8 M4 18AWG 100 666028 = 
@ MNG14-187DFX | 0.187" x 0.02" | 4.75mm x 0.51mm| 14AWG] Blue | 100 | 66W6322| 154.89 @ M14-8FLX 8 M4 14awG | 100 | 6ewe014 = 
@ MNG18-250DFX | 0.25” x 0.032" | 6.35mm x0.8imm| 18AWG| Red | 100 | 66w6339| 440.34 @ M10-8FLX 8 M4 10AWG 50 66we001 = 
@ MNG14-250DFX | 0.25” x 0.032" | 6.35mm x0.8imm| 14AWG] Blue | 100 | 66w6324| 440.34 @ M18-40FLX 10 M5 1sAWG | 100 | Geweo18 | 99.92 
@ MNGI10-250DFX | 0.25” x 0.032" | 6.35mm x 0.81mm| 10AWG | Yellow] 50 | 66W6299| 100.32 @ M14-10FLX 10 MS 14AWG 100 66W6005 84.83 
Male Quick Disconnect, Nylon (Polyamide) @ M10-10FLX 10 M5 1OAWG 50 66W5990 45.09 
@ MNG14-187DMx | 0.187" x 0.02” | 4.75mm x 0.51mm] 14AWG| Blue | 100 | 66W6323| 154.89 Uninsulated, Standard Fork Terminals 
@ MNG18-250DMx | 0.25” x 0.032” | 6.35mm x 0.81mm| 18AWG| Red | 100 | 66W6340| 154.89 @ M18-6FX 6 M3.5 18AWG 100 66W6025 22.84 
@ MNG14-250DMxX | 0.25” x 0.032" | 6.35mm x 0.81mm| 14AWG| Blue | 100 | 66W6325| 154.89 @ M14-6FX 6 M3.5 14AWG 100 66W6011 _ 
@ MNG10-250DMx | 0.25" x 0.032" | 6.35mm x0.81mm | 10AWG Yellow] 50 | 66w6306| 77.45 @ M10-6FX 6 3.5 10AWG 50 66W5998 = 
PIM_5511795 @ M18-8FX 8 M4 18AWG 100 66W6029 = 
@ M14-8FX 8 Ma 14AwG | 100 | 6ewe015 | 1205 
™ @ M10-8FX 8 M4 10AWG 50 66W6002 = 
3M™ FULLY INSULATED NYLON DISCONNECTS 3M aiieacre ni _ GANG aii a = 
@ M14-10FX 10 M5 T4AWG | 100 | eowe00e | 63.28 
Ose @ M10-10FX 10 M5 10AWG 50 66ws5991 | 44.05 
Available PIM_209459 
Crimp Terminals - Ring Tongue 
Male Price per 
Female 
. Stud Size Stud Size AWG Pkg. 
Price per Mfg. Part No. Imperial Metric Max Qty Stock No. ihe 
Mfg. Part No. fico De sid Color | Qty | Stock No. - : Uninsulated 
Female Quick Disconnect, Nylon (Polyamide) . Se — — —— — —— <= 
@ FDI18-187Q | 0.187" x 0.02" | 4.75mmx0.5imm | 18AWG| Red | 25 | 9472805 | 12.33 - 
@ FDI4-1870 | 0.187°x0.02" | 4.75mmx0.5imm | 14AWG | Blue | 25 | 9472803 | 49.33 IG SERA sy _ (8AWG | 100 _[RBSWIGO22 = 
@ FDI18-2500 | 0.25"x 0.032" | 6.35mmx0.8Imm | 1eAWG | Red | 25 | 9472806 | 12.33 — : wide (AWG | 100 RRGSSUZ Ea Se 
@FDI14-2500 | 0.25"x 0.032" | 6.35mmx0.8Imm | 14AWG | Blue | 25 | 9472804 | 12.33 @ M18-ERISX 6 M3. 18AWG | 100 |ue6w60267 | Ti60i82 
@ FDI10-250Q | 0.25°x 0.032" | 6.35mm x0.8imm | 10AWG | Yellow | 25 | oaT2802 | 19.44 SMX S m (OAWG | 50 _ | RGBHIGODSaa MSN 
Male Quick Disconnect, Nylon (Polyamide) = — - ~ —— — nant $3.28 
@ MTI18-187Q | 0.187" x 0.02" | 4.75mmx0.5imm | 18AWG| Red | 25 | 9472822 | 13.22 
@ writ4-187Q | 0.187"x 0.02" | 4.75mmx0.5imm | 14AWG | Blue | 25 | 9472820 | 24.49 SMIRK 10 me {OAWG | 50 __|BRGBUISS22iaa Ono 
@ MTI18-250Q | 0.25" x 0.032" | 6.35mmx0.8imm | 18AWG | Red | 25 | 9472823 | 13.22 SMR {0 me {4AWG | 100 | RRGBWIGOO is ae 
@ mri14-2500 | 0.25" x 0.032" | 6.35mmx0.8Imm | 14AWG| Blue | 25 | 9472821 | 13.20 @MIB-10RILX a ui 1eAWG | 100 | 66w6020 | 60.82 
@ wTI10-2500 | 0.25" x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow | 25 | 9474860 | 12.59 oe ut ue JOAWG | 50 __|BRGGHSEZEEs DEG 
SIRE @ M14-14R/SX 1/4” M6 14AwG | 100 | e6we008 | 84.83 
~ @ M18-14R/SX 1/4” M6 1sAwG | 100 | 66W6021 | 981.61 
@ M10-516R/SX 5/16" M8 1oAWG | 100 | 66W5996 | 100.33 
3M™ UNINSULATED SOLDERLESS TERMINALS 3M PIM, 6511788 
, —— Crimp Terminals - Quick Connect & Disconnect 
| ) Price per 
Wee Tab Size Tab Size AWG Pkg. 
. Mfg. Part No. Imperial Metric Max Qty | Stock No. 1-24+ 
If | Female Quick Disconnect, Uninsulated 
} MU18-187DFX | 0.187"x 0.02" | 4.75mmx0.51mm | 18AWG | 100 | 14N8081 as 
ra Fig. 5 MU14-187DEX | 0.187"x 0.02" | 4.75mmx0.5imm | 14AWG | 100 | eews984 =u 
MU18-250DFX | 0.25" x 0.032" | 6.35mmx0.8imm | 18AwG | 100 | 66ws987 | 91.61 
MU14-250DFX | 0.25"x 0.032" | 6.35mmx0.8imm | 14AWG | 100 | 6ews985 | 94.83 
@ Mit0-250DFx | 0.25"x 0.032" | 6.35mmx0.8Imm | 10AWG | 50 | 66W5981 ER 
> CONTINUED > > CONTINUED > 


1.800.463.9275 ¢ 


newark.com 


elementiu 483 


CONNECTORS & ACCESSORIES 
TERMINALS & SPLICES 


Crimp Terminals - Quick Connect & Disconnect (CONT.) 
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0.312” SERIES FASTON 


Price per RECEPTACLE CONNECTORS (CONT.) 
Tab Size Tab Size AWG Pkg. Tab Size Tab Size AWG Price Each 
Mfg. Part No. Imperial Metric Max Qty | Stock No. 1-24+ Mfg. Part No. Imperial Metric Max Qty | Stock No. 4-94 
Male Quick Disconnect, Uninsulated Female Quick Disconnect, Uninsulated 
@ MU18-187DMX_| 0.187" 0.02" | 4.75mmx0.51mm | 18AWG | 100 | 14N9038 | 90.67 © 61399-1 0.312” x 0.032” | 7.92mmx0.81mm | 12AWG | 1 70C3836 0.18 
@ MU14-187DMX |} 0.187"x 0.02" | 4.75mmx0.51mm | 14AWG 100 50M2770 — @ 63677-1 0.312” x 0.032” | 7.92mmx0.81mm | 12AWG 4 18H8623 0.17 
@ MU18-250DMX | 0.25" x 0.032" | 6.35mmx0.81mm | 18AWG 100 50M2772 13.82 @ 63820-1 0.312” x 0.032” | 7.92mmx0.81mm | 10AWG 1 0102514 0.34 
MU10-250DMX_ | 0.25” x 0.032” | 6.35mm x 0.81mm | 10AWG 50 66W5982 ess : 
Price Each 
PIM-So11769 Mfg. Part No. Description Stock No. 1-1-9+ 
@ 1969186-1 Housing, Black §8R2953 0.14 
Crimp Terminals - Butt Splice @ 1969186-2 Housing, Natural 58R2954 0.16 
LH tel PIM_164541 
Mfg. Part No. AWG Size Qty Stock No. 1+ 
Uninsulated TE CONNECTIVITY’S AMP PIDG® INSULATION- 
MU18BCX 22 AWG to 18 AWG 400 66W5988 59.26 RESTRICTING RING = TE 
MU14BCX 16 AWG to 14 AWG 700 G6W5986 58.63 TONGUE TERMINALS coomeciy 
MU10BCX 12 AWG to 10 AWG 50 66W5983 61.71 AUTHORIZED DISTRIBUTOR 
PIM_8511790 Gee tinoiat 
Available 
SCOTCHLOK™ HAND CRIMP TOOLS @) @ 
oi PIDG®@ insulation-restricting ring tongue terminals meet MIL-T-7928, Type Il, Class 1 and 2 requirements. UL 


TH-450 
TR-482 
E-9Y 


Mfg. part no. TH-440 high carbon, heat-treated steel crimping tool that has a unique design that provides a high 
strength/weight ratio that crimps a broad range of 22-10 AWG terminals and connectors. Mfg. part no. TH-450 
CRIMPING TOOL cushioned vinyl handles made of 1.40” (33.5mm) high-strength, heat-treated carbon steel. 
Features include: wire cutter, insulated and uninsulated terminal crimping stations, 5-position bolt cutter, and 
a funnel-shaped wire stripper. Mfg. part no. TR-482 Crimps barrel and insulation grip simultaneously on No. 
22-10 AWG (0.35-6.0 mm2) insulated terminals and connectors: will crimp nylon or vinyl insulated, butted or 
brazed seam terminals and connectors. Mfg. part no. TR-490 crimps barrel and insulation grip independently 
on 22-10 AWG (0.35-6.0mm) insulated and non-insulated terminals and connectors: nylon or vinyl insulated, 
butted or brazed seam. Mfg. part no. E-9Y has stepped jaws and a long nose for parrell crimping. Mechanical 


advantage of 3-to-1. Includes integrated wire cutter. Not to be used for 19+ AWG wire gauge. 
For Use Price Each 
Mfg. Part No. With Stock No. 1-4+ 
E-9Y 3M Scotchlok Butt & Tap Connectors 98F5807 as 
Hand 
TH-440 22-10AWG Insulated & Non-insulated Terminals & Connectors 90B2401 52.39 
TH-450 26-6AWG Insulated & Non-insulated Terminals, Flags, Crimp | 19C8886 ae 
Sleeves & Connectors 
Ratchet 
TR-490 22-10AWG Insulated Butted/Brazed Seam & Non-insulated Crimp | 98F6600 | 587.04 
Terminals & Connectors 
TR-482 22-10AWG Insulated Butted/Brazed Seam Terminals & Connectors | 90B2564 | 702.21 
PIM_6387 


0.312” SERIES FASTON 
RECEPTACLE CONNECTORS 


fe 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


@ Ergonomic design provides comfortable, contoured 
pushing surfaces for mating 

© Configured to allow operators to recognize proper 
position and orientation 

@ Internal locking feature provides secure terminal 
retention 

An ergonomically designed, single position FASTON connector to insulate Tyco Electronics 0.312” series 

FASTON receptacles. These receptacles and connector will mate with 0.312” series quick connect tabs in a 

variety of commercial and industrial components. The connector is provided in two material and color options to 


address application requirements. 
> CONTINUED > 


@ Anti-reverse component to reduce potential for 
improper terminal assembly 

@ Housings are made from UL94V-2 and V-0 
flammability rated nylon material 

© Color coded to help prevent misapplication 


484 


listed, CSA certified for 105°C, 300V. 


Stud Size | Stud Size | AWG Price Each 
Mfg. Part No. | Imperial Metric Max Color Qty | Stock No. 1-24+ 
Nylon (Polyamide) 
@ 2-320573-3 3/8" M10 18AWG Red 1 12H3573 1.94 
@ 2-320573-2 3/8” M10 20AWG Red 1 12H3572 “eile 
@ 2-328975-3 1/2" M12 18AWG Red 1 12H3622 1.50 
@ 2-328975-2 1/2" M12 20AWG Red 1 12H3621 — 
@ 52307-1 2 M2 20AWG Red 1 15H9220 = 
@ 52273-1 4 M2.5 20AWG Red 1 15H9217 0.37 
@ 2-320561-3 6 M3.5 16AWG Blue 1 66H6920 0.29 
@ 2-36149-5 6 M3.5 18AWG | Red, White 1 66H6923 0.53 
@ 2-36149-4 6 M3.5 20AWG Red 1 66H6922 0.45 
@ 51863-2 6 M3.5 22AWG | Green, Red 1 66H7086 0.88 
@ 2-320568-2 8 M4 12AWG Yellow 1 66H6921 1.07 
@ 1-51864-1 8 M4 14AWG | Blue, Green 1 66H6919 0.49 
@ 1-51864-0 8 M4 16AWG Blue 1 66H6918 0.91 
@ 1-320551-4 8 M4 18AWG | Red, White 1 66H6917 0.78 
@ 1-320551-3 8 M4 20AWG Red 1 91B8661 0.83 
@ 1-320551-2 8 M4 22AWG | Green, Red 1 66H6916 0.47 
@ 2-36161-4 10 M5 10AWG | Brown, Yellow 1 93B1582 = 
@ 2-36161-3 10 M5 12AWG Yellow 1 97B3791 0.73 
@ 2-36153-5 10 M5 18AWG | Red, White 1 66H6925 0.78 
@ 2-320569-6 1/4" M6 10AWG | Brown, Yellow 1 73C0836 0.76 
@ 2-320563-3 1/4" M6 16AWG Blue 1 90B2035 4.51 
@ 2-320576-3 5/16" M8 10AWG | Brown, Yellow 1 12H3577 1.02 
@ 2-320575-2 5/16” M8 10AWG Blue 1 12H3575 0.87 
@ 2-320572-4 5/16” M8 18AWG Red 1 12H3570 0.96 
PIM_75870 


TE CONNECTIVITY’S AMP PIDG® RADIATION-RESISTANT 
RING TONGUE 
TERMINALS 


its 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


PIDG® radiation-resistant ring tongue terminals meet MIL-T-7928, Type II, Class 1 and 2 requirements. UL 
listed, CSA certified for 105°C, 300V. 
Stud Size | StudSize | AWG Price Each 
Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-99+ 
@ 51864-4 e a oa Blue 1 58R2754 0.24 
Nylon (Polyamide) 
@ 51864-3 M3.5 14AWG Blue 1 94C0398 0.29 
@ 51863 M3.5 16AWG Red 1 66H7839 0.33 
@ 51864-2 10 M5 14AWG Blue 1 2209264 0.41 
@ 2-31887-1 10 M5 16AWG Red 1 90F6247 0.43 
PVF2 (Polyvinylidene Fluoride) 
@ 696423-3 6 M3.5 14AWG Blue 1 16M3415 0.54 
@ 696423-4 6 M3.5 14AWG Blue 1 16M3416 0.14 
@ 696422-3 6 M3.5 16AWG Red 1 16M3413 0.53 
@ 696423-5 8 M4 14AWG Blue 1 87K2247 0.68 
> CONTINUED > 


Go online or call for non-compliant or @2ROHS Compliant products. See page 2 
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TERMINALS & SPLICES 


AMP PIDG® RING TONGUE TERMINALS (CONT.) 


TERMINALS (CONT.) Rricaper 
Stud Size | StudSize | AWG Price Each Stud Size | Stud Size | AWG |__Pkg. 
Mfg. PartNo. | Imperial Metric Max Color Qty | Stock No. 1-99+ Mfg. PartNo. | Imperial Metric Max Color Qty | StockNo. | 1-29+ 
PVF2 (Polyvinylidene Fluoride) Nylon (Polyamide), 0.218” x 0.672” 
© 696422-5 8 M4 16AWG | Red 1 16M3414 0.63 © 8-328657-1 2 M2 16AWG Red 100_| 96F7198 | 51.71 
@ 696424-6 10 M5 10AWG | Yellow 1 16M3417 = @ 320553 4 M2.5 16AWG Red 1 66H6950 0.41 
PIM_75871 @ 8-31880-1 4 M25 | 16AWG Red 100 | 96F7177 ww 
© 31880 4 M25 | 16AWG Red 1000 | 97F9878 aw 
: © 36149 6 M3.5 | 16AWG Red 1 66H7838 0.49 
TE CONNECTIVITY’S AMP PIDG® FASTON® RECEPTACLES e355 F Mas, | 4eAWG mad ; aECEGTE ans 
@ 8-36151-1 6 M3.5 | 16AWG Red 100 | 96F7716 | 22.69 
Senemerer —_-Wylon (Polyamide), 0.250" x0,703 
‘aie @ 2-320561-2 | 0.145” : 14AWG Blue 1 58R2747 0.18 
Gee tinpiat © 324159 4 M25 | 144WG Blue 1 66H6996 0.35 
pial @ 8-328996-1 4 w25 | 14AWG Blue 100 | 96F7539 | 40.95 
@) @ © 320561 6 M3.5 | 14AWG Blue 1 90B7539 0.47 
PIDG® FASTON® RECEPTACLES © 8-320561-1 6 M3.5 | 144WG Blue 100 | 96F7425 | 77.18 
All have dimple with wire stop. Sold in package quantities listed in table below. @ 8-320619-1 6 M3.5 44AWG Blue 100 96F7540 42.33 
gig per © 320619 6 M3.5 | 14AWG Blue 1000 | 97F9887 = 
rl ., g. . 9 ” 
Mfg. Part No. Heber prog i Color Qty | Stock No. 1+ AvenPeleel ue “ oe DAWG Yellow 1 66H7001 ane 
Palais Bare D connec Nyfon(F ota) © 8-323915- 6 was | 22aWwG | Yellow | 100 | 9eF7511 | 52.94 
@ 8-61048-1 | 0.11"x 0.016” | 2.8mm x 0.41mm | 18AWG | Transparent} 100 | 96F7469 38.66 © 8.323016-1 8 mm DAWG Yellow 700 QGF7164 ss 
© 86409284] 0.11" x0.02" | 28mmxO.5imm |1AWG| Red | 100 (RBGHRACER ECE © 8-324075-1 10 MS | 22AWG | Yellow | 100 | 96F7513 | 69.52 
@640923-1 | 0.11"x0.02" | 2.8mmx0.5imm |18AWG| Red | 1000] 97F9945 = Nylon (Polyamide), 0.250” x 0.792" 
@ 8-61060-1 0.11"x 0.02" | 2.8mm x 0.51mm | 18AWG | Transparent} 100 | 96F7470 44.89 © 53073 6 3.5 TAAWG Yellow 7 6GH7119 ata 
@ 8-640929-1| 0.11"x0.02” | 28mmx0.5imm |14AWG] Blue | 100 | 96F7411| 36.88 Nylon (Polyamide), 0.250" x 0.813" 
@ 8-640925-1 | 0.11” x 0.032" | 2.8mmx0.81mm |18AWG| Red 100 | 96F7410 | 36.41 Pay r a5 | AaAWG Be 7 EEE re 
@ 8-60894-1 | 0.11" x 0.032" | 2.8mm x 0.81mm | 18AWG | Transparent} 100 | 96F7408 36.11 Nylon (Polyamide), 0.250” x 0.844” 
@ 8-640917-1 | 0.187" x 0.02” | 4.75mm x 0.51mm|18AWG| Red 100 | 96F7206 | 28.02 ee 7 GENET ai ; FIETIE ae 
@640917-1 | 0.187"x 0.02" ]4.75mmx0.51mm]18AWG| Red | 1000] 97F9939 = e578 i Mas | TOAWG -_ ; RIFEaE as 
@640919-1 | 0.187"x 0.02" | 4.75mmx0.51mm|14AWG] — Blue 1 | 26y5279 0.50 Nylon (Polyamide), 0.281” x 0.774" 
@ 8-640919-1 | 0.187" x 0.02" |4.75mmx0.51mm]14AWG| Blue | 100] 96F7735| 53.55 Pere 7 M35] DOAWG Nail ; SIT a 
@ 8-640909-1 | 0.205” x 0.02” |5.21mmx0.51mm|18AWG| Red 100 | 96F7464| 38.60 Nylon (Polyamide), 0.281” x 0.797” 
@ 8-640913-1 | 0.205"x 0.02” |5.21mmx0.51mm]14AWG| Blue | 100] 96F7466 | 35.29 e355; r 35) 1OAWG pea ; PAOD EN 
@ 8-640911-1 | 0.205” x 0.032"|5.21mm x 0.81mm|18AWG| Red 100 | 96F7465 | 34.58 SRE rr 6 Mae > | MeAWG Pad - SaHTETe a 
@ 8-640915-1 | 0.205" x 0.032"| 5.21mmx0.81mm]14AWG| Blue | 100 | 96F7467 | 29.52 wees , Nas.) Mea Red 700 SeEa7E7 = 
@ 640903-1 | 0.25” x 0.032” | 6.35mm x 0.81mm|18AWG| — Red 1 | 019423 0.50 pani 6 ia 61 GAWG Rad 7000 MaTEaRTS = 
@ 8-640903-1 | 0.25” x 0.032” | 6.35mm x 0.81mm|18AWG| Red 100 | 96F7797 = PRT 7 v7 TEANG oan 7 TEGTEGS ae 
@ 8-640905-1 ] 0.25” x 0.032” | 6.35mmx0.81mm]14AWG| Blue | 100 | 96F7734 an EE: 7 7 TOAWG oar . ealeGr] ai 
@ 640905-1 | 0.25" x 0.032" |6.35mmx0.81mm]14AWG| Blue _| 1000 97F9934 | 234.60 PETE 3 m7 TéAWG Red ; cOEeoIG aE 
@ 8-42844-1 | 0.25” x 0.032” |6.35mmx0.81mm]12AWG| Green | 100 | 96F7462| 90.37 aerrre 3 7 TGAWG, pea 700 GEE = 
@ 640907-1 | 0.25" x 0.032" |6.35mm x 0.81mm|10AWG| — Yellow 1 | 98F5886 0.79 300550 TT 1G TGAWG Red j eEnGaAG aa 
PIM Be/z8 © 31887 10 M5 | 46AWG Red 1 | 66H7453 0.44 
Nylon (Polyamide), 0.281” x 0.953” 
AMP PIDG® RING TONGUE TERMINALS © 35148 4 M2.5 | 10AWG Yellow 1 66H7071 1.18 
° Seas are @ 2-35149-1 6 M3.5 | 10AWG | Yellow 1 | 90F6272 0.48 
;: Wiion fscisebi with Insulation Support asia! @ 8-35149-2 6 M3.5 JOAWG Yellow 50 96F7300 44.83 
© Insulation Diameter: 0.082” (2.08mm) AUTHORIZED DISTRIBUTOR @ 35634 6 M3.5 14AWG | Black, Yellow 1 93B3911 0.60 
© Copper with Tin Finish Gee eimoiat © 320563 114° M6 | 14AWG Blue 1 | 2009108 0.50 
sacs ane a splices meet MIL-T-7928 ns S208 ues Mes | AWS Blue 1 [mesese09 08 
Type ll, Class 1 and 2 ren metenie UL listed, @) G @ 34974 114” M6 14AWG | Black, Yellow | 4 66H7069 0.61 
CSA certified for 105°C, 300V. Order mfg. part no. Nylon (Polyamide), 0.312” x 0.813” 
pepe ol ee © 326882 6 M35 | MAWG| Blue 7 | 66H7002 | 0.67 
, @ 53941-1 8 M4 14AWG Blue 1 66H7124 0.76 
@ 53942-1 10 M5 14AWG Blue 1 66H7125 0.30 
Bice Nylon (Polyamide), 0.312” x 0.821” 
Stud Sie | StudSie | AWG Pkg. © 323989 8 M4 20AWG Natural 1 0708261 0.49 
Mfg. PartNo. | Imperial Metric Max Color Qty | StockNo. | 1-29% _ @ 323990 10 MS 20AWG Natural 1 91B9516 0.30 
Nylon (Polyamide), 0.140” x 0.525” Nylon (Polyamide), 0.312” x 0.844” 
© 321013 7 = 22AWG | Yellow 1 90B6075 0.31 © 323008 6 M3.5 | 16AWG Red 1 50F3214 0.40 
@ 8-323912-1 2 M2 22AWG | Yellow | 100 92F1569 | 61.91 @ 326878 6 M3.5 16AWG Red 1 50F3215 0.69 
Nylon (Polyamide), 0.160” x 0.589” @ 51864-1 8 M4 14AWG Blue 1 66H7087 0.52 
© 329636 2 M2 20AWG | Natural 1 7300432 = © 31888 8 M4 16AWG Red 1 55C4255 0.17 
Nylon (Polyamide), 0.182” x 0.669” @ 320551 8 M4 16AWG Red 1 66H6948 0.43 
© 320773 2 M2 16AWG | Red 1 66H6966 0.34 @ 8-31890-1 8 M4 16AWG Red 100 | 96F7286 = 
© 324158 2 M2 16AWG Red 1 66H6995 0.34 @ 5-51864-1 10 M5 14AWG Blue 100 | 96F7151 56.71 
© 320882 4 M2.5 16AWG | Red 1 66H6967 = © 32837 10 M5 16AWG Red 1 29C1874 0.33 
Nylon (Polyamide), 0.203” x 0.646” @ 36153 10 M5 16AWG Red 1 73C2907 0.42 
@ 8-323914-1 4 M25 22AWG | Yellow | 100 | 96F7157 | 49.37 @ 8-36154-1 10 M5 16AWG Red 100 | 96F7335 = 
Nylon (Polyamide), 0.203” x 0.736” @ 8-31887-1 10 M5 16AWG Red 100 | 96F7903 51.41 
@ 52189 4 M2.5 24AWG | Yellow 1 90B4109 0.76 @ 36154 10 M5 16AWG Red 1000 | 97F9881 ss 
Nylon (Polyamide), 0.203” x 0.646” Nylon (Polyamide), 0.312” x 1.031” 
323914 4" M2.5 22AWG | Yellow 1 68W6406 0.55 @ 35787 8 M4 10AWG Yellow 1 66H7079 0.24 
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TERMINALS & SPLICES 


AMP PIDG® RING TONGUE TERMINALS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


AMP PIDG® RING TONGUE TERMINALS (CONT.) 


Price per Price per 
Stud Size | Stud Size | AWG Pkg. Stud Size | Stud Size | AWG Pkg. 
Mfg. Part No. | Imperial Metric Max Color Qty | Stock No. 1-29+ Mfg. Part No. | Imperial Metric Max Color Qty | Stock No. 1-29+ 
Nylon (Polyamide), 0.312” x 1.052” Nylon (Polyamide), 0.593” x 1.510” 
@ 8-324915-1 8 M4 10AWG Yellow 100 96F7711 _ @ 35149 6 M3.5 10AWG Yellow 1 26Y5274 0.80 
© 324918 10 M5 1OAWG Yellow 1 90B3516 0.50 © 320634 6 M3.5 | 10AWG Yellow 1 66He964 | 0.71 
Nylon (Polyamide), 0.312” x 0.844” Nylon (Polyamide), 0.713” x 1.293” 
@ 31890 8 M4 16AWG Red 1 24R5093 0.40 @ 8-328975-1 1/2” M12 16AWG Red | 100 | 92F1570 = 
Nylon (Polyamide), 0.343” x 0.859” Nylon (Polyamide), 0.750” x 1.594” 
@ 51864 6 M3.5 14AWG Blue 1 07C9139 0.37 @ 35150 3/8” M10 10AWG Yellow 1 2800345 — 
@ 36157 6 M3.5 14AWG Blue 1 33B8286 0.69 @ 8-35151-2 1/2” M12 10AWG Yellow 50 96F7303 39.32 
@ 36158 6 M3.5 14AWG Blue 1 66H7459 0.19 @ 322724 3/4” M18 14AWG | Black, Yellow 1 13H1201 3.68 
@ 8-320560-1 8 M4 14AWG Blue 100 96F7904 51.31 @ 327743 1/4” M6 14AWG | Black, Yellow 1 66H7004 0.50 
@ 8-320565-1 8 M4 14AWG Blue 100 96F7905 es5 @ 34806 1/4” M6 14AWG | Black, Yellow 1 66H7059 1.00 
@ 320565 8 M4 14AWG Blue 1000 | 97F9815 = PVC (Polyvinylchloride), 0.375” x 1.172” 
@ 320574 10 M5 14AWG Blue 1 66H6957 0.34 @ 35364 10 M5 10AWG Yellow 1 2009223 0.69 
@ 31903 10 MS 14AWG Blue 1 9202277 0.49 PVC (Polyvinylchloride), 0.531” x 1.416” 
@ 8-36160-1 10 M5 14AWG Blue 100 96F7326 = @ 35345 1/4” M6 10AWG Yellow 1 66H7074 0.62 
@ 8-320574-1 10 M5 14AWG Blue 100 96F7543 44.47 Uninsulated, 0.593” x 1.510” 
@ 36160 10 M5 14AWG Blue 1000 | 97F9889 — @ 34113 1/4” M6 16AWG ia | 1 26Y5269 0.22 
Nylon (Polyamide), 0.343” x 1.046” Vinyl, 0.375” x 1.083” 
@ 328849 1/2” M12 14AWG Blue 1 66H7012 1.54 @ 2-35108-1 8 M4 10AWG Yellow | 1 90F6231 0.43 
@ 32883 10 M5 10AWG Yellow 1 66H7011 0.75 PIM_85711 
Nylon (Polyamide), 0.344” x 0.876” 
adic : ae Ad |_| S0F8230 | 0.50 AMP PIDG® SPADE TONGUE TERMINALS 
@ 32836 10 M5 16AWG Red 1 66H7007 0.83 = TE 
Nylon (Polyamide), 0.375” x 1.083” connect 
@ 35107 6 m3.5 | 10AWG | _ Yellow 1 | 667070 0.51 AiRoREES BisTaTeR 
@ 320631 6 M3.5 14AWG | Black, Yellow 1 66H6963 0.54 fF Sim - 
@ 320568 8 M4 10AWG Yellow 1 2206528 0.58 Available 
@ 35108 8 M4 10AWG Yellow 1 79R0092 0.49 =>] 1 @) G 
@ 324915 8 M4 10AWG Yellow 1 97B1552 0.87 — 
@ 8-35108-1 8 M4 1OAWG Yellow 100 | 96F7301 | 49.70 Spade Tongue Spring Spade Tongue 
@ 36161 10 M5 10AWG Yellow 1 2008725 0.45 Flanged Spade Tongue 
@ 8-35109-1 10 M5 10AWG Yellow 100 96F7153 —_ © Closed Barre! © Copper with Tin Finish 
@ 35109 10 M5 10AWG Yellow 500 97F9895 = @ Regular Wire © Voltage: 300VAC 
Nylon (Polyamide), 0.469” x 1.078” ® Nylon Insulation with Insulation Support : 
esess [wo] ns [ras [eT Taroron [Tosa RPS ert Sata nanny cep nl ser Sal ecoeeoies a 
© 34805 10 M5 14AWG | Black, Yellow | 1 | 0400158 0.80 table below. 
@ 8-321045-1 1/4” M6 14AWG Blue 100 96F7545 65.48 Price per 
@ 320571 1/4" M6 16AWG Red 1 66H6955 0.58 Stud Size | Stud Size AWG Pkg. 
@ 8-31894-1 1/4” M6 16AWG Red 100 96F7149 91.09 Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1+ 
@ 320575 5/16" M8 14AWG Blue 1 66H6958 0.56 Nylon (Polyamide), PIDG® Flanged Spade Tongue Terminals 
@ 8-328998-1 5/16" M8 14AWG Blue 100 96F7165 79.15 @ 324597 2 M2 22AWG | Yellow 1 66H7455 1.32 
@ 320572 5/16” M8 16AWG Red 1 66H6956 0.70 @ 8-324608-1 2 M2 16AWG Red 100 96F7475 73.54 
@ 8-31895-1 5/16” M8 16AWG Red 100 96F7178 96.90 @ 52369 4 M2.5 22AWG | Yellow 1 66H7104 = 
Nylon (Polyamide), 0.469” x 1.078” @ 51874 6 M3.5 22AWG | Yellow 1 66H7091 0.84 
@ 31894 1/4" M6 16AWG Red 1 98Y2078 0.58 @ 32561 6 M3.5 16AWG Red 1 66H7456 0.71 
Nylon (Polyamide), 0.500” x 1.188” @ 8-32562-1 6 M3.5 16AWG Red 100 96F7288 67.32 
@ 323682 0.25" ate 14AWG | Black, Yellow 1 66H6991 0.67 @ 8-322777-1 6 M3.5 16AWG Red 100 96F7532 = 
@ 328976 1/2” M12 14AWG Blue 1 50F3232 2.04 @ 8-320861-1 6 M3.5 14AWG Blue 100 96F7294 58.39 
@ 35273 1/4” M6 10AWG Yellow 1 66H7072 0.50 @ 324587 6 M3.5 10AWG | Yellow 1 87F5527 0.90 
@ 34810 5/16" M8 14AWG | Black, Yellow 1 66H7060 0.88 @ 8-325150-2 6 M3.5 10AWG | Yellow 50 96F7148 172.89 
Nylon (Polyamide), 0.500” x 1.277” @ 8-32498-1 8 M4 16AWG Red 100 96F7180 — 
@ 323763 1/4” M6 10AWG Yellow 1 35C1335 1.25 @ 33156 8 M4 14AWG Blue 1 9309294 0.42 
Nylon (Polyamide), 0.531” x 1.218” @ 8-320862-1 8 M4 14AWG | Blue | 100 | 96F7528 | 57.53 
@ 320564 3/8” M10 14AWG Blue 1 66H6952 0.81 @ 8-32510-2 8 M4 10AWG | Yellow 50 96F7181 51.43 
@ 8-328999-1 3/8” M10 14AWG Blue 100 96F7325 101.12 @ 8-320863-1 10 M5 14AWG Blue 100 96F7297 56.16 
@ 8-31897-1 3/8” M10 16AWG Red 100 96F7179 36.43 @ 8-324015-2 10 MS 10AWG | Yellow 50 96F7478 43.91 
@ 8-320573-1 3/8” M10 16AWG Red 100 96F7327 48.20 Nylon (Polyamide), PIDG® Long Spring Spade Tongue Terminals 
Nylon (Polyamide), 0.531” x 1.322” @ 52433-1 1/4" M6 10AWG | Yellow 1 91B1451 4.49 
@ 35106 8 M4 14AWG | Black, Yellow 1 2704797 0.56 @ 52409 6 M3.5 16AWG Red 1 87F5583 0.48 
@ 320630 10 M5 14AWG | Black, Yellow 1 66H6962 0.52 @ 52409-2 6 M3.5 16AWG Red 1 66H7460 0.53 
@ 320569 1/4” M6 10AWG Yellow 1 66H6953 0.67 @ 52420 6 M3.5 14AWG Blue 1 66H7107 0.36 
@ 8-35110-1 1/4” M6 10AWG Yellow 100 96F7170 103.02 @ 52420-1 6 M3.5 14AWG Blue 1 66H7108 1.00 
@ 35110 1/4" M6 10AWG Yellow 500 97F9896 eS @ 52430-1 6 M3.5 10AWG | Yellow 1 01H9434 0.98 
@ 8-35111-1 5/16” M8 10AWG Yellow 100 96F7918 110.16 @ 52421 8 M4 14AWG Blue 1 66H7109 0.95 
Nylon (Polyamide), 0.531” x 1.416” @ 52422-1 10 M5 14AWG Blue 1 66H7110 0.47 
@ 330896 3/8” M10 14AWG | Black, Yellow 1 93B1405 1.44 @ 52432-1 10 MS 10AWG | Yellow 1 2904297 0.91 
Nylon (Polyamide), 0.593” x 1.414” Nylon (Polyamide), PIDG® Short Spring Spade Tongue Terminals 
@ 2-320577-3 3/8” M10 10AWG Yellow 1 2301606 0.51 @ 8-52942-1 0.164” M4 1OAWG | Yellow 100 96F7558 71.20 
@ 320577 3/8” M10 10AWG Yellow 1 66H6959 0.80 @ 8-52927-1 4 M2.5 16AWG Red 100 96F7567 60.38 
@ 8-35112-1 3/8” M10 10AWG Yellow 100 96F7302 123.05 @ 52924 6 M3.5 22AWG | Yellow 1 26Y5275 0.71 
@ 35112 3/8” M10 10AWG Yellow 500 97F9898 — @ 8-52929-1 6 M3.5 16AWG Red 100 96F7319 76.60 
@ 52929 6 M3.5 16AWG Red 1000 97F9921 231.00 
> CONTINUED > > CONTINUED > 
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AMP PIDG® SPADE TONGUE TERMINALS (CONT.) TE CONNECTIVITY’S AMP PLASTI-GRIP® TERMINALS AND 
a 
Price per SPLICES _— TE 
Stud Size | StudSize | AWG Pkg. = 
Mfg. Part No. Imperial Metric Max Color Qty Stock No. i+ AuTiORIZED DISTRIBUTOR 
Nylon (Polyamide), PIDG® Short Spring Spade Tongue Terminals BASIC TERMINAL MATERIAL is RoHS 
© 7-52935-1 6 M35 14AWG | Blue | 100 | 96F7574 66.15 xcept Spring Spade versions which outa 
@ 52935 6 v3.5 | 14AwG | Blue | 1000 | 97F9924 = oe decease Seen nena one eas Wi G 
© 8-52930-1 8 M4 1eAWG | Red | 100 | 96F7731 | 61.81 SLEEVE proves delete strength. montchemical fines 
© 8-52936-1 8 M4 14AWG | Blue | 100 | 96F7158 57.73 installation errors. 
@ 7-52937-1 10 M5 14AWG Blue 100 96F7572 — 
Nylon (Polyamide), PIDG® Spade Tongue Terminals 
@ 8-328394-1 2 M2 16AWG 96F7889 40.83 PLASTI-GRIP® 
© 321035 4 M2.5 22AWG 70C5541 0.76 FUNNEL ENTRY ascuresapid wire SERRATIONS inside barrel provide 
© 327717 4 M25 16AWG 66H7003 0.22 insertion during high speed production. strength after crimping. 
@ 326861 6 M3.5 16AWG 66H7000 0.44 
© 34080 6 was | 16AWG 66H7032 0.35 ae 
@ 8-34541-1 6 M3.5 16AWG 96F7287 = 
@ 34541 6 M3.5 16AWG 97F9904 = Flanged Spade Tongue 
@ 32058 6 M3.5 14AWG 66H6960 0.29 
" Butt Splice 
© 328281 6 M35 14AWG 66H7006 0.79 Ring Tongue ainda 
@ 8-35559-1 6 M3.5 14AWG 96F7293 75.58 —— 
@ 35559 6 M3.5 14AWG 97F9907 = —3 
@ 322985 6 M3.5 10AWG 29C1873 1.23 
Spring Spade Tongue 
@ 826859 ° M3. HOAWG a0 S302 0.99 © Closed barrel © Copper with tin finish 
@ 32050 8 M4 16AWG 66H6946 0.97 @ Regular wire © Voltage: 600VAC 
@ 8-32053-1 8 M4 16AWG 96F7289 68.75 @ Vinyl insulation with insulation support © Temperature range: up to +90°C 
@ 321233 8 M4 14AWG 66H6969 0.69 Designed for economical insulated electrical terminations in most commercial and many industrial applications. 
UL recognized to 600V; CSA certified, LR7 189 to 600V, up to +90°C maximum. NOTE: 22-16 terminals and 
© 8-32059-1 8 M4 14AWG 96F7295 27.96 splices are stamped 22-18 in accordance with MIL-T-7928. Crimp tools an die sets mfg. part nos. 47386-4, 
@ 8-35152-2 8 M4 10AWG 96F7983 53.55 169400 and 169404 available separately; go online or call. 
@ 32051 10 M5 16AWG 66H6047 0.43 PED 
@ 8-32054-1 10 MS 16AWG 96F7290 68.75 Stud Size | Stud Size AWG Pkg. 
@ 8-32060-1 10 MS 14AWG 96F7296 27.44 Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-4+ 
@ 8-32589-2 10 M5 10AWG 96F7195 51.51 PVC (Polyvinylchloride) 
BiMasTts © 52291-1 e M10 sAWG | Red 1 66H7103 1.02 
: @ 52041 ts M4 8AWG Red 1 96B9755 0.66 
@ 52263 mn MS 8AWG Red ‘| 66H7097 0.99 
ARE PIDGSSELICES = TE @ 52042-3 sia M6 6AWG Blue 1 66H7093 =e 
feeble @ 52042-1 aah M6 6AWG Blue 1 91B7673 1.62 
@ 52041-3 aa M6 8AWG Red 1 23C9626 1.34 
‘AUTHORIZED DISTRIBUTOR 
RoHS @ 52041-1 7 M6 sAWG | Red 1 66H7092 115 
Ge simpiat PVC (Polyvinylchloride), 0.218” x 0.684” 
@ @ 32945 6 M3.5 16AWG Red 1 66H7016 0.14 
Butt Splice —_ @ PVC (Polyvinylchloride), 0.281” x 0.809” 
pe eal © 34143 4 M25 | 16AWG | Red 1 | 13H1420 | 0.44 
© Closed barrel @ Insulation diameter: 0.082" (2.08mm) 
@ Regular wire © Copper with tin finish @ 34147 6 MB3.5 1eAWG | Red 1 66H7041 0.50 
© Nylon insulation with insulation support © Voltage: 300VAC @ 34144 6 M3.5 16AWG Red 1 7107600 0.20 
PIDG® splices meet MIL-T-7928, Type II, Class 1 and 2 requirements. UL listed, CSA certified for 105°C, 300V. PVC (Polyvinylchloride), 0.281” x 0.809”, 3.17mm Insulation Diameter 
ra ai part no. 58433-3 available separately; go online or call. Sold in package quantities listed © 32047 6 M35 16AWG Red 1 66H7017 026 
- Bicsaer PVC (Polyvinylchloride), 0.312” x 0.825” 
Pkg. © 328527 8 M4 14AWG | Blue 1 66H7008 | 0.42 
Mfg. Part No. AWG Size Color Qty Stock No. 1+ PVC (Polyvinylchloride), 0.312” x 0.856” 
Nylon (Polyamide) @ 34149 10 MS 16AWG Red 1 66H7043 0.39 
@ 8-323994-2 26 AWG to 22 AWG Yellow 50 96F7413 96.90 PVC (Polyvinylchloride), 0.375” x 1.098” 
@ 323994 26 AWG to 22 AWG Yellow 50 87F5648 a, @ 34853 8 M4 10AWG | Yellow 1 66H7063 0.44 
© 323975 24 AWG to 20 AWG Natural 50 87F5649 21.25 PVC (Polyvinylchloride), 0.469” x 1.090” 
@ 8-320559-2 22 AWG to 16 AWG Red 50 96F7291 = © 34150 14" M6 IGAWG | Red 1 66H7044 = 
@ 8-320562-2 16 AWG to 14 AWG Blue 50 96F7298 57.58 Vinyl, 0.218” x 0.684” 
@ 320570 12 AWG to 10 AWG Yellow 50 44F7958 = © 8-34140-1 2 M2 WBAWG | Red | 100 | 96F7448 | 46.82 
© 8-320570-2 12 AWG to 10 AWG Yellow 50 96F7176 87.00 @ 34141 4 M25 | 16AWG | Red 1__|_ 667038 = 
PIM 85714 @ 8-34141-1 4 M2.5 16AWG Red 100 96F7450 38.56 
7 @ 34142 6 M3.5 16AWG Red 1 66H7039 0.41 
7 7 i @ 8-34142-1 6 M3.5 16AWG Red 100 96F7182 27.80 
eae ren © 8-34148-1 8 Ma TeAWG | Red | 100 | 90F7454 | 36.92 
suis per Vinyl, 0.218” x 0.684”, 3.17mm Insulation Diameter 
; ; }—“S _ “32944 4 M25 | ‘AWG | Red | 1 | 66H7015 = 
Mfg. Part No. AWG Size Material Color | Qty | Stock No. 1+ = = 
Knife Disconnect Splice, Crimp Vinyl, 0.250" x 0.745 
: = ~ 4 M2.5 14AWG BI 100 96F7784 
© 8.32448-1 | 16AWG-14AWG | Nylon (Polyamide) | Blue | 100 | 96F7299 | 165.64 = E a ae = 10.89 
© 8-32446-1 | 22AWG-16AWG | Nylon (Polyamide) | Red | 100 | 9eF7292 | 143.82 pene 5 — zs ae Te a 
- ~ ellow -- 
@ 320555 22 AWG-16 AWG | Nylon (Polyamide) Red 1 82R5432 1.08 TRIE 6 M35 TéAWG Red 100 96F7159 
@ 32446 22AWG-16AWG | Nylon (Polyamide) | Red | 1 | 26Y5265 0.63 sel ss ; e 39.39 
PIM 5511786 @ 32948 8 M4 16AWG Red 1 66H7018 0.28 
_ @ 8-34145-1 8 M4 16AWG Red 100 96F7183 — 
@ 8-34146-1 10 MS 16AWG Red 100 96F7184 = 
Vinyl, 0.281” x 0.953” 
@ 34852 6 M3.5 10AWG | Yellow 1 66H7062 0.51 
> CONTINUED > 
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TERMINALS & SPLICES 


TE CONNECTIVITY’S AMP PLASTI-GRIP® TERMINALS AND SPLICES Spade Tongue Terminals (CONT.) 
(CONT.) Price per 
Price per Stud Size | Stud Size AWG | Pkg. 
Stud Size | Stud Size AWG Pkg. Mfg. Part No. Imperial Metric Max Color Qty | Stock No. 1-4+ 
Mfg. Part No. Imperial Metric Max Color Qty | Stock No. 1-4+ PVC (Polyvinylchloride), Plasti-Grip® Spade Tongue Terminals 
Vinyl, 0.312” x 0.856” @ 53241-2 8 M4 16AWG Red 1 90F6234 0.11 
@ 32951 8 M4 16AWG Red 1 66H7019 0.50 Vinyl, Plasti-Grip® Flanged Spade Tongue Terminal 
@ 34146 10 M5 16AWG Red 1 66H7040 0.42 @ 8-322249-1 6 M3.5 16AWG Red 100 96F7279 42.43 
@ 8-32952-1 10 M5 16AWG Red 100 96F7456 —_ @ 8-324165-1 6 M3.5 14AWG Blue 100 96F7284 20.16 
Vinyl, 0.343” x 0.871” @ 8-324581-2 6 M3.5 10AWG | Yellow 50 96F7657 68.85 
@ 34159 6 M3.5 14AWG Blue 1 66H7048 0.42 @ 8-324169-1 8 M4 16AWG Red 100 96F7479 45.29 
@ 8-34159-1 6 M3.5 14AWG Blue 100 96F7910 30.13 @ 8-324172-2 8 M4 10AWG | Yellow 50 96F7658 26.83 
@ 32959 8 M4 14AWG Blue 1 66H7022 0.52 Vinyl, Plasti-Grip® Spade Tongue Terminals 
@ 8-34160-1 8 M4 14AWG Blue 100 96F7152 16.42 @ 8-320665-1 6 M3.5 16AWG Red 100 96F7525 39.39 
@ 8-34161-1 10 MS 14AWG Blue 100 96F7911 44.68 @ 8-322994-1 6 M3.5 14AWG Blue 100 96F7282 39.47 
Vinyl, 0.375” x 1.098” @ 8-34155-1 8 M4 16AWG Red 100 96F7203 38.56 
@ 34168 6 M3.5 10AWG | Yellow 1 66H7051 0.24 @ 8-34166-1 8 M4 14AWG Blue 100 96F7283 38.56 
@ 8-34853-1 8 M4 10AWG | Yellow 100 96F7798 44.06 @ 8-34156-1 10 M5 16AWG Red 100 96F7278 30.40 
@ 8-34854-1 10 M5 10AWG | Yellow 100 96F7917 47.74 @ 8-34167-1 10 M5 14AWG Blue 100 96F7777 36.01 
@ 34854 10 M5 10AWG | Yellow 500 97F9809 — @ 8-34176-1 10 M5 10AWG | Yellow 100 96F7799 45.30 
Vinyl, 0.400” x 1.373” Vinyl, Plasti-Grip® Spring Spade Tongue Terminal 
@ 55678-1 1/4” M6 10AWG | Yellow 1 18H6187 0.32 @ 52463 6 M3.5 14AWG Blue 1 66H7115 0.56 
Vinyl, 0.431” x 1.556” @ 8-52961-2 6 M3.5 10AWG | Yellow 50 96F7676 46.41 
@ 52263 10 MS 8AWG Red 100 66F1520 — @ 53244-1 8 M4 14AWG Blue 1 §2R2479 0.46 
Vinyl, 0.469” x 1.090” PIM_5511820 
@ 8-34158-1 6 M3.5 14AWG Blue 100 96F7785 = 
@ 34161 10 M5 14AWG Blue 1 27C8741 0.38 Crimp Terminals - Butt Splice 
@ 8-32960-1 10 MS 14AWG Blue 100 96F7669 46.82 Price per 
@ 34162 1/4” M6 14AWG Blue 1 66H7049 0.17 Pkg. 
@ 8-34162-1 1/4" M6 14AWG | Blue | 100 | 96F7281 20.24 Mfg. Part No. AWG Size Color Qty Stock No. 1-4+ 
© 32953 114" M6 16AWG | Red 1 66H7021 0.67 Vinyl 
@ 8-34150-1 1/4” M6 16AWG Red 100 96F7277 54.67 @ 8-321026-1 26 AWG to 22 AWG Yellow 100 96F7530 32.17 
@ 8-34151-1 5/16” M8 16AWG Red 100 96F7459 38.90 @ 1-34070-1 22 AWG to 16 AWG Red 1 58R2745 0.51 
Vinyl, 0.469” x 1.090”, 3.17mm Insulation Diameter @ 8-34070-1 22 AWG to 16 AWG Red 100 96F7280 77.93 
© 32061 1/4" M6 14AWG | Blue 1 66H7024 0.45 @ 2-34071-1 16 AWG to 14 AWG Blue 1 33B6595 0.20 
Vinyl, 0.478” x 1.586” © 8-34204-1 16 AWG to 14 AWG Blue 100 96F7486 | 110.46 
@ 52041 8 M4 8AWG Red 100 54H0963 13.79 @ 2-34072-2 12 AWG to 10 AWG Yellow 1 74C5698 0.53 
@ 52041-1 1/4" M6 sAWG [| Red | 100 | 66F1488 = PIM. 6511821 
Vinyl, 0.478” x 1.600” 
can — we | GANG | Rel | 1) TE CONNECTIVITY’S AMP BUDGET RING TONGUE ae 
@ 52042-1 1/4” M6 6AWG Blue 100 54H0966 — FERMI = TE 
Vinyl, 0.500” x 1.869” AUTHORIZED DISTRIBUTOR 
@ 52042-2 8 M4 6AWG Blue 100 54H0967 = sis 
© 52042-3 1/4" M6 sAWG | Blue | 100 | 52F4951 48.21 Gee tinoian 
Vinyl, 0.531” x 1.230” 
@ 8-34152-1 3/8” M10 16AWG Red 100 96F7783 62.02 
Vinyl, 0.531” x 1.248” © Terminal Body: Copper Per ASTM-B-152 © Temperature Rating: 170°C Max. 
@ 34164 3/8” M10 14AWG Blue 1 46F8494 0.15 @ Plating: Tin Per MIL-T-10727 
© 34163 5/16” MB t4awG | Blue | 1 | 66H7050 0.27 Stud Size | StudSize | AWG Price Each 
@ 8-34163-1 5/16” M8 14AWG Blue 100 96F7671 23.22 Mfg. Part No. Imperial Metric Max Qty Stock No. 1-24+ 
Vinyl, 0.531” x 1.327” Uninsulated, 0.140” x 0.329” 
@ 34855 1/4” M6 10AWG | Yellow 1 66H7458 0.38 @ 31423 0 ais 22AWG J 2905847 0.12 
@ 8-34855-2 1/4” M6 10AWG | Yellow 50 96F7927 36.52 @ 31425 2 M2 22AWG 1 96B9814 0.21 
@ 34856 5/16” M8 10AWG | Yellow 1 66H7064 ea Uninsulated, 0.140” x 0.419” 
@ 8-34856-2 5/16” M8 10AWG | Yellow 50 96F7202 28.87 @ 322771 2 M2 22AWG 1 01E9222 0.24 
Vinyl, 0.546” x 1.948” Uninsulated, 0.182” x 0.446” 
@ 52043-1 1/4” M6 4AWG Yellow 100 54H0970 129.54 @ 320677 2 M2 16AWG 1 33B8168 0.08 
Vinyl, 0.587” x 1.696” Uninsulated, 0.203” x 0.450” 
@ 52291-1 3/8” M10 8AWG Red 100 52F3362 _ @ 33695 2 M2 22AWG 1 66H7031 0.23 
Vinyl, 0.593” x 1.421” @ 31430 6 M3.5 22AWG 1 66H6942 0.11 
@ 8-34173-2 3/8” M10 10AWG | Yellow 50 96F7913 33.30 Uninsulated, 0.218” x 0.449” 
Vinyl, 0.625” x 1.906” @ 31091 6 M3.5 16AWG 1 66H6933 0.30 
@ 52264-1 3/8” M10 6AWG Blue 100 92F6096 97.60 Uninsulated, 0.218” x 0.499” 
Vinyl, 0.807” x 2.447” @ 31088 2 M2 16AWG 1 66H6932 0.14 
@ 52045-5 3/8” M10 OAWG Blue 1 15H9186 3.03 Uninsulated, 0.250” x 0.621” 
@ 52045-1 5/16” M8 OAWG Blue 1 22C5520 6.20 @ 322418 4 M2.5 16AWG 1 13H1190 0.14 
PIM_5540 Uninsulated, 0.312” x 0.621” 
a SS  —_—_—_mas_—_———a 6 @ 30694 12 ats 16AWG 1 66H6927 0.13 
Spade Tongue Terminals @ 30691 6 M3.5 16AWG 1 90B1963 0.13 
Price per @ 30692 8 M4 16AWG 1 66H6926 0.14 
Stud Size Stud Size AWG Pkg. @ 51872-5 10 M5 14AWG 1 2701169 = 
Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-4+ @ 30693 10 M5 16AWG 1 05C0277 0.12 
Nylon (Polyamide), Plasti-Grip® Spring Spade Tongue Terminal Uninsulated, 0.343” x 0.636” 
@ 8-52949-1 6 M3.5 16AWG Red 100 96F7900 - @ 30695 6 M3.5 14AWG 1 66H6928 0.14 
> CONTINUED > > CONTINUED > 
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Stud Size | Stud Size AWG | Price Each 
Mfg. Part No. Imperial Metric Max Qty Stock No. 1-24+ 

Uninsulated, 0.344” x 0.653” 

@ 32823 8 M4 16AWG 1 66H7005 0.13 
Uninsulated, 0.375” x 0.765” 

@ 31112 6 M3.5 10AWG 1 66H6934 0.21 
Uninsulated, 0.469” x 0.855” 

@ 31163 12 im 14AWG 1 66H6937 0.16 
@ 31164 1/4" M6 14AWG | 66H6938 0.16 
Uninsulated, 0.500” x 0.865” 

@ 34965 1/4" M6 10AWG 1 66H7068 0.23 
Uninsulated, 0.531” x 0.995” 

@ 31498 3/8” M10 16AWG 1 66H6943 0.32 
Uninsulated, 0.713” x 1.070” 

@ 328971 1/2" M12 14AWG 1 66H7014 0.38 
@ 328970 1/2" M12 16AWG 1 66H7013 0.33 
Uninsulated, 0.715” x 1.102” 

@ 52269-1 1/2” M12 10AWG 1 66H7101 0.50 
Uninsulated, Fig. 1A, 0.218” x 0.449” 

@ 31089 4 M2.5 16AWG 1 66H7452 0.12 
Uninsulated, Fig. 1A, 0.281” x 0.630” 

@ 34892 6 M3.5 10AWG 1 | 66H7066 0.43 
Uninsulated, Fig. 1A, 0.375” x 0.630” 

@ 31113 8 M4 10AWG 1 | 6702334 0.43 
PIM_75875 


TE CONNECTIVITY’S AMP TERMINYL® RING 


TONGUE TERMINALS 
Insulation Material: Nylon, Rated UL94V-2 
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TE CONNECTIVITY’S AMP BUDGET RING TONGUE TERMINALS (CONT.) 


TE CONNECTIVITY’S AMP SOLISTRAND® 


PARALLEL SPLICES 
© Body Material: Copper Per ASTM-B-152 
@ Plating: Tin Per MIL-T-10727 


ee 


RoHS _ 
Compliant 
Available 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


Price per 
AWG AWG |__Pkg. 

Mfg. Part No. Min Max Stock No. 1-4+ 
@ 34137 16AWG 14AWG 66H7037 0.23 
Uninsulated 
@ 8-34130-1 22AWG 16AWG 96F7781 54.98 
@ 34138 12AWG 10AWG 2004195 0.15 
@ 34318 8AWG 9203594 0.48 
@ 34320 4AWG 87F5689 — 
@ 35187 2AWG 34C7005 2.32 

PIM_75876 


TE CONNECTIVITY’S AMP SOLISTRAND® TERMINALS AND 


SPLICES 


—yigs 


connectivity 


AUTHORIZED DISTRIBUTOR 


BASIC TERMINAL MATERIAL is tin-plated, high- 
conductivity copper. AMP's special plating process 


BRAZED SEAM for 
uniform metal strength 
around the entire 
barrel area. 


DIMPLES OR SERRATIONS. 
inside barrel provide maximum 
contact and tensile strength 
after crimping. 


SOLISTRAND® 


BELL MOUTH shape of 


barrel entrance makes 
insertion of wire easier. 


creates durable corrosion resistance to salt spray 
and most chemical fumes. 


RoHS — 
Compliant 
Available 


© Terminal Body: Copper Per ASTM-B-152 
@ Plating: Tin Per ASTM-B-545 } N See tae 
© Temperature Rating: 105°C Max. Gee sinpiat 
© Sold in Package Quantities Listed Below W = Available Fig. 4 Fig. 1A 
f Y 
-—1—_} 
Price per 
Stud Size | StudSize | AWG Pkg. Fig. 2 
Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1+ Terminals meet requirements of MIL-T-7928, Type 1, Class 1 and 2. Temperature rating: 170°C max. UL listed; 
Nylon (Polyamide) CSA certified LR7189. Order crimp tools separately below and mfg. part no. 49935 crimp tool separately. 
@ 324114 1/2" M12 4AWG Yellow 1 4001844 3.25 Price per 
© 53041 8 M4 B8AWG | Red 1 50F3284 2.55 Stud Size | Stud Size AWG |__Pkg. 
© 324046 10 M5 6AWG Blue 700 54H0877 x Mfg. Part No. Imperial Metric Max Qty Stock No. 1+ 
© 324043 10 M5 BAWG | Red | 100 | S54HO874 = Uninsulated - 
© 324056 1a M6 cawG | Bue | 1 | e7cos27 | 40.34 S51t4 ae MIO 2AWG | 50 (BH es 
© 324050 1 M6 ZAWG | Yellow | 100 | 54H0880 = Sse led ms 2AWG | 50 _ [ERSDES2U = 
© 324047 Ta me AWG | Blue | 100 | 540878 = © 6008 a. M6 GAWG | 100 (RAGIRET2S Rion 
© 324082 1 M6 sAwG | Red | 100 | s4Hosed = S335 aie Me AAWG | 100 _ Bites = 
© 324044 56 ws sAWG | Red | 100 | 54H0875 = @3se2 = _ |e Me BAWG | 100 _|ERBifeSS2 = 
pkiearl Uninsulated, Fig. 1A 
- @ 8-33220-2 3/8” M10 10AWG 50 96F7147 21.06 
TE CONNECTIVITY’S AMP PRO-CRIMPER™ Ill HAND TOOL a = esti slid 12h 
. @ 8-34126-1 3/8” M10 14AWG 100 96F7204 Aes 
@ 8-34115-1 3/8” M10 16AWG 100 96F7168 27.80 
@ 35668 1/2” M12 4AWG 1 92B1173 2.68 
@ 320763 1/2” M12 10AWG 1 05C0060 3.36 
@ 35135 1/2” M12 10AWG 1 50F3271 0.82 
@ 50981 1/2" M12 14AWG 1 3003110 0.47 
@ 321165 1/2" M12 14AWG 1 66H6968 1.00 
@ 8-329966-1 1/2” M12 16AWG 100 96F7208 80.07 
@ 36809 5/8” M16 6AWG 1 9705837 1.67 
@ 320764 5/8” M16 10AWG 1 90B0779 3.36 
@ 34103 2 M2 16AWG 1 66H7033 0.13 
PRO-CRIMPER™ Il tool frame requires less hand force to produce the same connection as comparable @ 322927 2 M2 16AWG 1 93B5010 0.13 
tools. With interchangeable die sets it can crimp many different types of connectors. Multiple terminal sizes are @ 322447 4 M2.5 10AWG 1 99F5566 0.31 
eS ae A 
Constructed of rugged high-carbon steel with cushioned handles. Various interchangeable die sets for the PRO- @ 323096 4 M2.5 16AWG 1 50B8855 0.35 
CRIMPER™ tool frame are available; go online or call. @ 36467 4 M25 46AWG 1 87F5920 0.33 
For Use Price Each @ 8-34104-1 4 M2.5 16AWG 100 96F7167 39.98 
Mfg. Part No. With Stock No. ie @ 31428 4 M2.5 22AWG 1 93B6909 0.25 
Hand @ 33456 6 M3.5 1OAWG 1 98F2352 0.25 
58433-3 AMP PIDG/PLASTI GRIP Faston Contacts 97F9552 170.28 @ 8-35476-2 6 M3.5 10AWG 50 92F1567 9.85 
Ratchet © 321684 6 M3.5 14AWG 1 3806831 0.36 
58433-2 AMP BNC& TNC RF Coaxial Connectors 50F1983 235.44 @ 8-34120-1 6 M3.5 44AWG 100 96F7352 33.86 
58448-2 AMPLIMITE HDP-20 28-20AWG D Sub Contacts 44F8730 377.51 © 34107 6 M35 TAWG 1 6GH7034 Dae 
PIM_8291 @ 34110 6 M3.5 16AWG 1 92B5204 0.16 
> CONTINUED > 
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TERMINALS & SPLICES 


TE CONNECTIVITY’S AMP SOLISTRAND® TERMINALS AND SPLICES TE CONNECTIVITY’S AMP SOLISTRAND® TERMINALS AND SPLICES 
(CONT.) (CONT.) 
Price per Price per 
Stud Size | Stud Size AWG Pkg. Stud Size | Stud Size AWG Pkg. 
Mfg. Part No. Imperial Metric Max Qty Stock No. 1+ Mfg. Part No. Imperial Metric Max Qty Stock No. 1+ 
Uninsulated, Fig. 1A Uninsulated, Fig. 1D 
@ 8-34105-1 6 M3.5 16AWG 100 |  96F7554 34.99 @ 35185 112" M12 2AWG 50 58H5548 = 
@ 322454 8 ma TOAWG 1 0803675 0.60 @ 322224 5/8" M16 ooAWwG | 50 50F3225 = 
@ 8-32994-2 8 m7 10AWG 50 87F5948 18.99 © 36915 114" M6 OAWG 50 50F3207 | 201.21 
@ 8-34122-1 8 m7 T4AWG 100 | 96F7354 33.35 © 321866 114" MG OAWG 50 58H5476 = 
© 34111 8 m7 16AWG 1 96B9817 0.19 @ 8-320383-3 1/4" M6 2AWG WG 96F7803 91.29 
© 8-34111-1 8 m4 16AWG 100 | 96F7169 27.44 © 8-321867-3 5/16" M8 OAWG WG 96F7305 =e 
@ 8-34108-1 8 M4 16AWG 100 | 96F7460 38.25 © 321870 5/16" M8 ooAWG | 50 58H5477 | 323.50 
© 322455 10 MS 10AWG 1 13H1196 0.29 © 8-322870-3 5/16" Me 2AWG Pa 96F7304 94.86 
@ 31805 10 MS 10AWG 1 45C6992 0.71 PIM_5563 
@ 323680 10 M5 10AWG 1 50F549 72 
© 8-33457-1 0.197" M5 1OAWG 100 96F7342 38.05 Hand Tool for Solistrand® Terminals 
© 321828 10 M5 12AWG 1 66H6973 0.44 Sane RISER 
@ 320093 10 M5 T4AWG 1 33B8166 0.26 Mfg, Part No. with Resta 
© 323087 10 M5 14AWG 1 66H6988 0.27 Hand 
© 34567 10 MS 14AWG 1 66H7058 0.34 600850 SOLISTRAND, Tubular, CABLE MAKER Terminals & Splices | 98F5870 | 1747.29 
© 8-34123-1 10 M5 14AWG 100 |  96F7356 12.95 Peeiae 
© 321896 10 M5 T6AWG 1 95B5496 1.81 
© 8-34109-1 10 M5 16AWG 100 | 96F7348 28.11 : : 
© 8.341124 10 M5 TeawG | 100 | 9eF7461 | 28.97 Crimp Terminate Fort Spade Tongue 
© 35772 1a" M6 10AWG 1 98F5900 0.38 - mS wie ee 
© 8:33458-2 lis ue SOAWG a Sista? 18.97 Mfg. Part No. imperial Metric Max Qty Stock No. 1+ 
© 35775 ui a ald , EA) 0:29 Uninsulated, Flanged Spade Tongue Terminal 
basic nel te M6 M4AWG | 100 BRIO Se © 323136 6 M35 T6AWG 1 66He990 0.06 
@ 8-34113-1 114" M6 16AWG 100 |  96F7205 32.87 es 6 a5 ieawe | 100 | 96F7660 | 50 68 
@ 8-33459-2 5/16" M8 TOAWG 50 87F5953 20.30 ee - uae ‘aawe | 100 | 96F7526 1 30 8a 
@ 35776 5/16" M8 14AWG 1 33B8280 0.39 wae 7 Nias T0AWG 7 ATTA = 
© 8-34125-1 5/16" M8 14AWG 100 | 96F7160 30.91 e270 A 7 aaANE - eaHTATE er 
© 8341141 oi" a 16AWG | 100 [RBGEISSOR MESON © 323144 10 M5 foawe | 1 TTHT115 = 
Uninsulated, Fig, 1A, 0.218” x 0.449” Uninsulated, Spade Tongue Terminal 
@ 31089 4 M2.5 16AWG 1 66H7452 0.12 @ 8-53555-1 2 M2 1eAWG | 100 96F7986 35.50 
Uninsulated, Fig. 1A, 0.281” x 0.630” @ 8-323127-1 6 M3.5 16AWG 100 96F7193 24.38 
@ 34892 6 M3.5 1OAWG 1 66H7066 0.43 Renter - is ‘eawe | 100 | 96F7987 | 4.79 
Uninsulated, Fig. 1A, 0.375” x 0.630” @ 8-322996-1 6 M3.5 14AWG 1 99F4398 0.42 
@ 31113 8 M4 10AWG 1 6702334 US © 8-322451-2 6 M35 foawe | 50 96F7989 | 24.74 
Uninsulated, Fig. 1B @ 8-32995-1 8 M4 10AWG | 100 96F7897 | 49.00 
© 321878 318° M10 OOOOAWG |] 50 52F2951 a ‘<ae 7 77 TaAWG ; RETA er 
HIE ae Map AAWG | 100 (ese ee © 8-35495-2 10 M5 ioaws | 50 | 96F7471 | 30.35 
© 8-33471-2 3/8" M10 4AWG 50 SGRiiae) 137.43 Uninsulated, Spring Spade Tongue Terminal 
Sees ae ut BAWG | 25 (RSIS So © 53175-1 4 M25 Taw | 1 | GOH7I23 | 0.43 
© 8-33463-1 3/8” M10 B8AWG 100 | 96F7200 | 101.18 Fe ; Md T4AWG 7 eETION = 
@ 34486 318” M10 T2AWG 1 13H1486 0.91 mRcesiies 
@ 321880 112" mt2 OooOAWG | 50 58H5483 a 
@ 35664 112° M12 B8AWG 1 66H7076 2.60 . F ‘ 
© 324061 8 wa 8AWG 100 | 87F5957 12.82 Crimp Terminals - Butt Splice 
@ 32996 8 M4 8AWG 100 87F5958 58.65 Ae ol 
@s3t4 uu MS ane 100_[RSS7ESS62 I RGHOS Mfg, Part No. AWG Size aty Stock No. 1+ 
© 8-33468-3 10 M5 4AWG 25 92F5908 vee - 
Uninsulated 
032i208 MST AWG tt 2906160 | 0.82 8-321198-1 26 AWG to 22 AWG 100 96F7161 80.99 
eras id ue oN ! BSHZ0RS 129 @ 8-324001-1 24 AWG to 20 AWG 100 96F7194 52.53 
© 33460 10 M5 B8AWG 100 | 66F1513 Zz SaaS AWG to TOW) xants 9 
© 34484 10 MS {2AWG L uace08s 0.58 © 8-31818-1 22 AWG to 16 AWG 700 96F7333 47.19 
© 31811 wt M6 4AWG 1 90B6062 1.44 Sestaiot 1 16AWG to AWG 1100187817) ote 
@ 8-33469-2 wi M6 4AWG 50 96F7881 | 139.57 Pee DAWG to 10 AWG 50 96F7529 36.72 
@ 321598 114 M6 6AWG 1 33B8171 0.78 PRE TAWG 5 96F7916 70125 
© 33465 114” M6 6AWG 100 | 92F1371 me 
PIM_5511824 
© 33461 114° M6 BAWG 100 |  87F5960 aa 
@ 8-35247-2 114" M6 8AWG 50 96F7786 60.18 ; ; 
© 8.33470.2 BI" ia 4AWG 50 96F7882 Grab Solistrand® Butt Splices 
© 8-33466-3 5/16" M8 6AWG 25 96F7201 30.35 AWG Price Each 
@ 31808 5/16” M8 8AWG 1 9707085 0.90 Mfg. Part No. Max Stock No. 1-9+ 
@ 8-33462-1 5/16” M8 B8AWG 100 | 96F7347 = Uninsulated 
Uninsulated, Fig. 1C © 34319 SAWG 0105561 0.85 
© 33464 10 M5 6AWG 100 |  52F2963 = PIN_5511825 
© 31807 10 MS BAWG 100 | 66F7208 a 
Uninsulated, Fig. 1D Solistrand® Double Barrel Terminals 
@ 8-36917-3 3/8” M10 OAWG 2 96F7306 | 114.24 PricelEach 
© 321871 3/8” M10 OOAWG 50 58H5478 = Mfg. Part No. AWG Size Material Qty StockNo. | 1-24" _ 
@ 321600 3/8” M10 2AWG 50 92F1377 ase Open Barrel Splice, Crimp 
@ 36919 112" mt2 OAWG 50 50F3210 = © 320254 12 AWG-10 AWG Uninsulated 1 92F4779 0.75 
@ 36925 112" mt2 OOAWG 1 66H7080 4.92 PIM_5511826 
> CONTINUED > 
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Terminals - Specialty TE CONNECTIVITY’S AMP ULTRA-FAST FASTON® RECEPTACLES AND 
Price Each TABS (CONT.) 
Mfg. Part No. Termination Stock No. 1-94 Price Each 
© 34121 Crimp 66H7036 0.36 Mfg. Part No. Description StockNo.| 1-1-9 _ 
PIM_5511827 @ 360010-1 - 66F3292 0.18 
@ 1-480416-0 | Straight Style Receptacle Housing - FASTON Uninsulated | 66F3297 — 
TE CONNECTIVITY’S AMP ULTRA-FAST FASTON® a is Terminals 
RECEPTACLES AND TABS Cs TE 
aurionizeo orsrmeuron CFM Tools 
Wire size Gee sinpiat For Use Price Each 
Available Mfg. Part No. With Stock No. 1+ 
Ratchet 
58078-3 AMP 26-14AWG Crimp Terminals 98F6223 599.54 
PIM_5511801 
esevincletsnnes Flag Receptacle 
Receptacle 
Completely protected terminal and wire crimp with comparable electromechanical performance to open barrel Crimp Tool Dies 
he crimp Faston® terminals. Receptacles, flag receptacles and tabs are preinsul lated assemblies featuring Price Each 
housing molded from type 6/6 nylon material with a +125°C UL temperature rating. Faston® receptacles and For Use ees 
tabs are recessed sufficiently within the housing to allow its use in 600V applications. Assemblies are color- Mfg. Part No. With Stock No. 1 
coded by wire size: Violet-26-22 AWG, Red-22-18 AWG, Blue-16-14 AWG, and Yellow-12-10 AWG. Terminal 110, 187 & 250 Series In-Line Receptacles, 16-14 AWG 
base maierial is brass, except for mfg. part nos. which denotes a phosphor bronze terminal base. 90391-3 Tyco 58078-3 Hand Crimp Tool Frame Assembly 50F539 738.68 
Tab Size Tab Size AWG Price Each 110, 187 & 250 Series In-Line Receptacles, 22-18 AWG 
Mig:Part No. | _ Imperial Metric Max_| Color | Qty | Stock No. | _1-99+ 90390-3 Tyco 58078-3 Hand Crimp Tool Frame Assembly 98F5763 725.26 
Female Flag Disconnect, Nylon 6.6 (Polyamide 6.6), Loose Piece pMssgo2.2=~*~CS*é‘é*SOS!*~<“<C!”S 
@ 2-520335-2 | 0.187"x 0.02" | 4.75mmx0.51mm | 18AWG | Red 1 90F3727 0.42 
@ 3-520339-2 wild x 0.02 : 4.75mm x 0.51mm | 14AWG | Blue 1 90F3713 0.45 TE CONNECTIVITY’S AMP ULTRA-FAST PLUS FASTON® 
@ 2-520337-2 | 0.187” x 0.032” | 4.75mm x 0.81mm | 18AWG | Red 1 90F3711 0.53 RECEPTACLES AND TABS = TE 
@ 2-520129-2 | 0.25" x 0.032" | 6.35mm x 0.81mm | 18AWG | Red 1 90F3716 0.51 a 
@ 3-520133-2 | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue 1 90F3718 0.46 
@ 3-520141-2 | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue 1 90F3720 0.21 Carrier Strip Cut-olt a aie of 
Female Flag Disconnect, Nylon 6.6 (Polyamide 6.6), Strip Getinpiat 
@ 3-520338-2 | 0.187"x 0.02" | 4.75mm x 0.51mm | 14AWG | Blue 1 7205492 0.26 ynne! Entry 
@ 2-520336-2 | 0.187" x 0.032” | 4.75mm x 0.81mm | 18AWG | Red 1 90F3728 0.31 iia 
© 3-520340-2 | 0.187°x 0.032" | 4.75mmx0.8Imm | 14AWG| Blue | 1 | 90F3714 | 0.49 I 
@ 3-521013-2 | 0.25" x 0.032" | 6.35mmx0.81mm| 14AWG| Blue | 1 | 3388099 0.39 oan 
Female Piggyback Disconnect, Nylon 6.6 (Polyamide 6.6 
@ 160834-2 0.25” x 0.032” | 6.35mm x 0.81mm | 15AWG | Red 1 25C1643 0.77 Receptacle Series 
@ 9-160463-2 | 0.25" x 0.032" | 6.35mmx0.81mm | 13AWG | Blue i SSiess 1.55 Offer all the advantages and conveniences of the standard ultra-fast product plus an insulation crimp. 
Female Quick Disconnect, Nylon 6.6 (Polyamide 6.6), Loose Piece Assemblies are color-coded by wire size: Red-22-19 AWG and Blue-16-14 AWG. Tin-plated, copper alloy 
@ 2-520081-2 | 0.11"x 0.016" | 2.8mmx0.41mm | 18AWG| Red | 1 | 90F3875 0.43 terminal with brass terminal base. 
@ 2-520084-2 | 0.11"x 0.02" | 2.8mmx0.5imm | 18AWG| Red | 1 | 90F3876 0.46 Tab Size Tab Size AWG Price Each 
@ 2-520273-2 | 0.11"x 0.032” | 2.8mmx0.81mm | 18AWG | Red 4 90F3877 0.23 Mfg. Part No. Imperial Metric Max | Color | Qty | Stock No. 1-9+ 
@ 7-520366-2 | 0.125”x 0.02” | 3.18mmx0.51mm | 22AWG | Violet | 1 90F3874 0.24 Female Quick Disconnect, Nylon (Polyamide) 
@ 2-520182-2 | 0.187"x 0.02" | 4.75mm x 0.51mm | 18AWG | Red i] 90F3878 0.36 @ 2-520932-2 | 0.11"x 0.02” | 2.8mmx0.51mm | 18AWG | Red 1 7003815 0.23 
@ 3-350816-2 | 0.187"x 0.02" | 4.75mmx0.51mm | 14AWG| Blue | 1 | 93F5817 0.40 @ 2-520409-2 | 0.187"x 0.02" | 4.75mmx0.51mm | 18AWG | Red | 1 | 90F3719 0.44 
@ 3-520151-2 | 0.187"x 0.02" | 4.75mm x 0.51mm | 14AWG | Blue i| 90F3732 0.22 @ 3-520410-2 | 0.187’x 0.02” | 4.75mmx0.51mm | 14AWG | Blue 1 90F7568 0.50 
@ 2-520194-2 | 0.187” x 0.032” | 4.75mm x 0.8imm | 18AWG | Red | 1 | 90F3879 0.20 @ 2-520411-2_| 0.187" x 0.032" | 4.75mmx0.81mm | 18AWG | Red | 1 | 2503126 0.52 
@ 2-520275-2 | 0.187" x 0.032" | 4.75mm x0.81mm | 18AWG | Red | 1 | 90F3729 = @ 3-520412-2 | 0.187" x 0.032" | 4.75mmx0.81mm | 14AWG | Blue | 1 | 2503128 0.41 
@ 2-521105-2 | 0.187" x 0.032" | 4.75mmx0.81mm | 18AWG| Red | 1 | 33B6729 0.59 @ 2-520407-2 | 0.25" x 0.032" | 6.35mmx0.81mm | 18AWG | Red | 1 | 90F3752 0.33 
@ 3-520125-2 | 0.187" x 0.032" | 4.75mmx0.8imm | 14AWG| Blue | 1 | 90F3731 0.40 @ 3-520408-2 | 0.25” x 0.032" | 6.35mmx0.8imm | 14AWG | Blue | 1 | 90F3754 0.37 
@ 2-520264-2 | 0.25” x 0.032" | 6.35mmx0.81mm | 18AWG | Red | 1 | 90F3735 0.37 @ 3-520406-2 | 0.25" x 0.032" | 6.35mmx0.81mm | 14AWG | Blue | 1 | 72C5494 0.44 
@ 2-520184-2 | 0.25"x 0.032" | 6.35mmx0.81mm | 18AWG | Red | 1 | 90F3733 0.18 Male Quick Disconnect, Nylon (Polyamide) 
@ 3-350820-2 | 0.25" x 0.032" | 6.35mmx0.81mm | 14AWG| Blue | 1 | 90F3736 0.22 © 2-521360-2 | 0.187"x0.02" | 4.75mmx0.5imm | 18AWG| Red | 1 | 15H3057 0.55 
@ 4-520448-2 | 0.25” x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow | 1 90F3721 0.24 Male Quick Disconnect, Nylon 6.6 (Polyamide 6.6) 
Female Quick Disconnect, Nylon 6.6 (Polyamide 6.6), Phosphor Bronze Terminal Base, Loose @ 2-520103-2 | 0.25" x 0.032" | 6.35mmx0.81mm | 18AWG | Red | 1 | 90F3723 0.47 
Piece @ 2-521192-2 | 0.25"x 0.032" | 6.35mmx0.81mm | 18AWG | Red 1 93B3602 0.37 
@ 2-520184-4 | 0.25" x 0.032" | 6.35mmx0.81mm | 18AWG | Red | 1 | 90F3734 0.29 @ 3-521191-2 | 0.25"x 0.032" | 6.35mmx0.81mm | 14AWG | Blue | 1 | 13H0076 0.35 
@ 3-520117-2 | 0.25" x 0.032" | 6.35mm x 0.81mm | 14AWG | Blue 1 90F3737 0.33 PIM 33075 
Female Quick Disconnect, Nylon 6.6 (Polyamide 6.6), Strip = 
@ 2-520083-2 | 0.11"x 0.02" | 2.8mmx0.51mm | 18AWG | Red 1 70€3813 0.20 . 
- Crimp Tools 
@ 3-520370-2 | 0.11"x 0.02” | 2.8mmx0.51mm | 14AWG | Blue 1 2807608 0.41 
@ 3-350815-2 | 0.187"x 0.02" | 4.75mmx0.51mm | 14AWG| Blue | 1 | 72C5488 0.40 For Use Price Each 
© 3-520140-2 | 0.25"x 0.032" |6.35mmx0.8Imm| 14AWG| Bue | 1 | 58R2750 1 0.19 Mig. Fart No: With StockNo! te 
@ 4-520447-2 | 0.25" x 0.032" | 6.35mmx0.81mm | 10AWG | Yellow] 1 | 29¢5849 0.48 Ratchet - : 
; ; : 5 58078-3 AMP 26-14AWG Crimp Terminals 98F6223 599.54 
Female Quick Disconnect, Uninsulated, Strip 
© 2-520181-2 | 0.187°x 0.02" | 4.75mmx05imm| AWG] .. | 1 | 90F3743] 0.18 een 
Male Quick Disconnect, Nylon 6.6 (Polyamide 6.6), Loose Piece 
© 2-521103-2 | 0.187°x0.02" | 4.75mmx0.5Imm| 18AWG| Red | 1 | 3386727 | 0.62 Crimp Tool Dies 
@ 3-520107-2 | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue 1 90F3725 0.45 For Use Price Each 
@ 4-521098-2 | 0.25” x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow 1 33B8607 0.44 Mfg. Part No. With Stock No. 1+ 
Male Quick Disconnect, Uninsulated, Loose Piece 58080-3 Tyco 58078-3 Hand Crimp Tool Frame Assembly 66F1490 1944.57 
© 61765-2 0.25" x 0.032" | 6.35mmx0.8imm |... 7 1 | 92F5384 0.40 PIM_5511800 
> CONTINUED > 
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@ Indicates RoHS Compliant 4] Find Datasheets Online 


TERMINALS & SPLICES 


QUIXON QUICK-DISCONNECT TERMINALS 


uss 


molex 
RoHS _ 
Compliant 
Available 


FULLY-INSULATED QUICK-DISCONNECTS (CONT.) 
Tab Size Tab Size AWG Price Each 
Mfg. Part No. Imperial Metric Max | Color | Qty | Stock No. 1-9+ 


Female Quick Disconnect, Nylon 6.6 (Polyamide 6.6), Avikrimp® — Standard Flare, Tin-plated 
Brass Contact 


@ 19606-0006 | 0.25"x 0.032” | 6.35mm x 0.81mm | 10AWG | Yellow | 1 25M7159 0.83 
Female Quick Disconnect, Nylon 6.6 (Polyamide 6.6), Insulkrimp® — Standard Flare, Tin- 
% s, plated Brass Contact 
» SY 4. > @ 19003-0026 | 0.11"x 0.02” | 2.8mmx0.51mm | 18AWG | Pink 1 9407248 0.41 
@ 19003-0067 | 0.187"x 0.02" | 4.75mm x 0.51mm | 24AWG | Yellow | 14 55H2804 0.51 
@ 19003-0011 | 0.187"x 0.02" | 4.75mm x 0.51mm | 18AWG | Red 1 9706429 0.46 
% @ 19003-0050 | 0.187"x 0.02” | 4.75mm x 0.51mm | 14AWG | Blue 1 8809510 0.43 
NY @ 19003-0020 | 0.187” x 0.032” | 4.75mm x 0.81mm | 18AWG | Pink 1 81H2361 — 
@ 19003-0001 | 0.25”x 0.032" | 6.35mm x 0.81mm | 18AWG | Pink 1 73C7813 0.46 
eh ; © oide-tele! eat desig ates @ 19003-0042 | 0.25"x0.032" | 6.35mmx0.8imm | 4AWG| Blue | 1 | 94C7251 = 
© Offers lower insertion force and convenient @ Flared-barrel entry for easy wire insertion 
blind-mating to industry standard tabs © Un-insulated, partially or fully insulated versions @ 19003-0040 | 0.25"x 0.032" | 6.35mmx0.81mm | 14AWG | Blue | 1 | 75C9704 0.37 
© Flexing beam with standard dimple available Female Quick Disconnect, Nylon 6.6 (Polyamide 6.6), Insulkrimp® — Tin-plated Brass Contact 
Tab Size Tab Size AWG Price Each @ 19003-0097 | 0.11"x0.02" | 28mmx0.51mm | 18AWG] Pink | 1 | 25M6704 0.30 
Mfg. Part No. Imperial Metric Max | Color | Qty | Stock No. 1-9+ @ 19003-0107 | 0.187"x 0.02" | 4.75mm x 0.51mm | 18AWG | Pink 1 75C9593 0.17 
Female Quick Disconnect, Nylon 6.6 (Polyamide 6.6), AviKrimp™ Fully Insulated Terminals @ 19003-0108 | 0.187" x 0.032" | 4.75mm x0.81mm | 18AWG | Pink | 1 | 25M6707 0.21 
@ 19277-0002 | 0.25" x 0.032” | 6.35mm x 0.81mm | 18AWG | Red 1 4876617 0.32 @ 19003-0071 | 0.25” x 0.032” | 6.35mm x 0.81mm | 24AWG | Yellow | 1 9407254 0.50 
@ 19277-0005 | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue 1 4876620 0.63 Female Quick Disconnect, Uninsulated, Krimptite® — Butted Seam, Tin-plated Brass Contact 


0.25” x 0.032” 


@ 19277-0008 6.35mm x 0.81mm | 10AWG | Yellow | 1 4876623 = 


@ 19016-0009 | 0.25" x 0.032" | 6.35mm x 0.81mm | 18AWG 1 94C7280 0.04 


Female Quick Disconnect, Nylon 6.6 (Polyamide 6.6), AviKrimp™ Partially Insulated Terminals 


@ 19275-0002 | 0.25" x 0.032" | 6.35mm x 0.81mm | 18AWG | Red 1 4876602 = 
@ 19275-0005 | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue 1 48T6605 0.45 
Female Quick Disconnect, Nylon 6.6 (Polyamide 6.6), InsulKrimp™ Fully Insulated Terminals 


@ 19276-0002 | 0.25" x 0.032" | 6.35mm x 0.81mm | 18AWG | Red 1 4876608 0.22 
@ 19276-0005 | 0.25" x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue 1 4876611 0.42 
@ 19276-0008 | 0.25” x 0.032” | 6.35mm x 0.81mm | 10AWG | Yellow | 1 4876614 0.49 


Female Quick Disconnect, PVC (Polyvinylchloride), InsulKrimp™ Partially Insulated 
Terminals 


@ 19274-0002 | 0.25” x 0.032” | 6.35mm x 0.81mm | 18AWG | Red 1 48T6596 = 

@ 19274-0005 | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue 1 4876599 0.18 

Female Quick Disconnect, Uninsulated, Krimptite™ Uninsulated Terminals 

@ 19273-0007 | 0.25" x 0.032” | 6.35mm x 0.81mm | 18AWG 1 4876591 = 

@ 19273-0008 | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG 1 48T6592 0.17 
PIM_198159 


FULLY-INSULATED QUICK-DISCONNECTS 


molex 
GeBiorpian 
ORG 


Avikrimp® fully-insulated male and female quick-disconnects feature a secure metal support sleeve, superior 
strain relief, and “smooth” edges. Meets the double-crimp requirements of VDE and other DIN specifications. 


Male Quick Disconnect, Nylon (Polyamide), Avikrimp® — Standard Flare, Tin-plated Brass 
Contact 


@ 19002-0001 | 0.25" x 0.032" | 6.35mm x 0.81mm | 18AWG | Red 1 55H2725 0.71 


Male Quick Disconnect, Nylon (Polyamide), Avikrimp® — Standard Flare, Zinc-chromate 
Plated Copper Contact 


@ 19001-0003 | 0.187"x 0.02" | 4.75mm x 0.51mm | 18AWG | Red 1 07H4150 0.81 
@ 19001-0008 | 0.187"x 0.02" | 4.75mm x 0.51mm | 14AWG | Blue 1 55H2722 0.10 
@ 19001-0001 | 0.25” x 0.032” | 6.35mm x 0.81mm | 18AWG | Red 1 55H2717 0.68 
@ 19001-0007 | 0.25” x 0,032” | 6.35mm x 0.81mm | 14AWG | Blue 1 9407230 0.67 
@ 19001-0006 | 0.25" x 0.032" | 6.35mm x 0.81mm | 14AWG | Blue 1 55H2720 0.48 
@ 19001-0010 | 0.25"x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow | 1 55H2723 0.87 


Male Quick Disconnect, Nylon 6.6 (Polyamide 6.6), Insulkrimp® — Zinc-chromate Plated 
Copper Contact 


@ 19004-0001 | 0.25" x 0.032" | 6.35mm x 0.81mm | 18AWG | Red 1 73C6296 = 
@ 19004-0004 | 0.25” x 0.032” | 6.35mm x 0.81mm | 18AWG | Red 1 55H2830 0.45 
PIM_5527 


FULLY-INSULATED QUICK-DISCONNECT FLAGS 
@ Nylon Insulated 

@ Right Angle, Space Saving Design 
@ ULlisted, CSA certified 


molex 
Se ron 
WE 


UL listed, CSA certified, TUV approved. Tab Size Tab Size AWG Price Each 
InsulKrimp® fully-insulated quick-disconnects are designed for dense packaging requirements (low profile Mfg. Part No. Imperial Metric Max | Color | Qty | Stock No. 4-9+ 
height). Translucent “see-through” insulator provides for fast inspect ion. Fea lures funnel entrance for increased Female Quick Disconnect, Nylon (Polyamide) 
crimping rates and wire stop in barrel to prevent insertion of over-stripped wires. UL listed, CSA certified. 
Krimptite®, is noninsulated and features a quality, one-piece design. Itis also the most economical style and has @ 19007-0009 | 0.187" x 0.02" | 4.75mm x 0.51mm | 18AWG | Red 1 | 55H2863 0.35 
the greatest variety of uses where special features are not required. @ 19007-0029 | 0.187"x 0.02" | 4.75mmx0.51mm | 14AWG | Blue 4 55H2881 0.31 
Tab Size Tab Size AWG Price Each @ 19007-0001 | 0.25” x 0.032” | 6.35mm x 0.81mm | 18AWG | Red 1 55H2858 0.61 
Mfg. Part No. Imperial Metric Max | Color | Qty | Stock No. 1-9+ @ 19007-0021 | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue 1 55H2875 0.59 
Female Quick Disconnect, Nylon (Polyamide), Avikrimp® — Standard Flare, Tin-plated Brass @ 19007-0040 | 0.25"x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow | 1 | 62M3162 0.80 
Contact PIM_5529 
@ 19002-0013 | 0.11"x 0,02” | 2.8mmx0.51mm | 18AWG | Red 1 | 55H2736 0.72 2 
@ 19002-0015 | 0.11"x 0.02" | 2.8mmx0.51mm | 18AWG | Red 1 | 55H2738 0.25 
@ 19002-0005 | 0.187"x 0.02" | 4.75mm x 0.51mm | 18AWG | Red 1 | 55H2728 0.71 RUIGCECONNEC m re) | ex 
@ 19002-0007 | 0.187"x 0.02" | 4.75mm x 0.51mm | 18AWG | Red 1 | 55H2730 0.54 FLAGS 
@ 19002-0010 | 0.187"x 0.02" | 4.75mm x 0.51mm | 18AWG | Red 1 | 55H2733 0.56 
@ 19002-0028 | 0.187"x 0.02" | 4.75mmx0.51mm | 14AWG | Blue | 1 | 22H9962 0.39 Geena 
@ 19002-0031 | 0.187” x 0.032" | 4.75mm x0.81mm | 14AWG | Blue | 1 | 55H2749 0.40 Available 
@ 19002-0032 | 0.187" x 0.032" | 4.75mmx0.81mm | 14AWG | Blue | 1 | 55H2750 0.52 
@ 19002-0004 | 0.25"x 0.032" | 6.35mm x0.81mm | 18AWG | Red 1 | 55H2727 0.51 
@ 19002-0002 | 0.25"x 0.032" | 6.35mmx0.81mm | 18AWG| Red | 1 | 55H2726 0.88 © TUV Approved, Meets DIN Specifications © Patented ene 
@ 19002-0025 | 0.25"x 0.032" | 6.35mmx0.81mm | 14AWG | Blue | 1 | 9407236 0.17 © Provides a Double Crimp with Metal Strain Relief 
Female Quick Disconnect, Nylon (Polyamide), Insulkrimp® — Tin-plated Brass Contact Price per 
@ 19005-0001 | 0.25"x 0.032" | 6.35mm x 0.81mm | 18AWG | Red 1 | 73C6317 0.49 Tab Size Tab Size AWG Pkg. 
@ 19003-0048 | 0.25"x 0.032" | 6.35mmx0.81mm | 14AWG| Blue | 1 | 25M6698 = Mfg. Part No. Imperial Metric Max__| Color | Qty | Stock No. 1+ 
@ 19005-0005 | 0.25"x 0.032" | 6.35mmx0.8imm | 14AWG| Blue | 1 | 9407263 0.49 Female Quick Disconnect, Nylon (Polyamide) 
@ 19005-0015 | 0.25" x 0.032” | 6.35mmx0.81mm | 10AWG | Yellow | 1 | 9407265 0.53 @ 19002-0016 | 0.11"x 0.032" | 2.8mm x0.8imm | 18AWG | Red | 1 | 55H2739 | 0.41 
@ 19005-0010 | 0.25”x 0.032” | 6.35mm x0.81mm | 10AWG | Yellow} 1 | 7205244 0.61 @ 19006-0015 | 0.187"x 0.02" | 4.75mm x 0.51mm | 14AWG | Blue | 100 | 37C5074 | 51.51 
@ 19006-0001 | 0.25" x 0.032" | 6.35mmx0.81mm | 18AWG | Red | 1 | 55H2841 0.83 
@ 19006-0011 | 0.25"x 0.032" | 6.35mmx0.81mm | 14AWG | Blue | 1 | 22H9959 0.64 
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AVIKRIMP® FULLY-INSULATED 
QUICK-DISCONNECT FLAGS (CONT.) 


Price per 
Tab Size Tab Size AWG Pkg. 
Mfg. Part No. Imperial Metric Max Color | Qty | Stock No. 1+ 
Female Quick Disconnect, Nylon (Polyamide) 
@ 19006-0014 | 0.25” x 0.032” | 6.35mmx0.81mm | 14AWG | Blue | 1 | 55H2849 0.36 


@ 19006-0019 | 0.25” x 0.032” | 6.35mm x 0.81mm | 10AWG | Yellow | 1 34H3225 0.76 

Female Quick Disconnect, Nylon (Polyamide), Mylar Tape 

@ 19002-0014 |} 0.11"x0.02” | 2.8mmx0.51mm | 18AWG | Red 1 55H2737 0.66 

@ 19002-0029 | 0.187” x 0.02” | 4.75mm x 0.51mm | 14AWG | Blue 1 55H2747 = 

@ 19006-0003 | 0.25” x 0.032” | 6.35mm x 0.81mm | 18AWG | Red 1 55H2843 0.60 

@ 19006-0020 | 0.25” x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow | 1 28H8501 ee 
PIM_5528 


VERSAKRIMP™ UNINSULATED RING Rots ‘ 
TERMINALS Septet m olex 
Butted-seam bonded barrel will not open under conditions iin 


of stress or wire pull. Ideal for hard to crimp solid and 
stranded wires. 


StudSize | Stud Size AWG Price Each 
Mfg. Part No. Imperial Metric Max Qty Stock No. 1-9+ 

Uninsulated 

@ 19193-0216 3/8” M10 6AWG 1 9408108 0.89 
@ 19193-0245 10 MS 6AWG 1 §5H5229 0.71 
@ 19193-0203 10 MS 8AWG 1 25M7061 0.69 
@ 19193-0111 10 M5 10AWG 1 25M7046 0.33 
@ 19193-0109 10 MS 10AWG 1 §5H5147 0.48 
@ 19193-0305 1/4" M6 2AWG 1 §5H5273 eas 
@ 19193-0248 114" M6 6AWG 1 55H5231 0.56 
@ 19193-0346 5/16” M8 OOAWG 1 §5H5302 2.95 
@ 19193-0219 5/16” M8 6AWG 1 §5H5208 0.82 
PIM_108598 


INSULKRIMP® RING TERMINALS 


molex 
RoHS _ 
Compliant 
Available 


Molded insulation provides funnel entry with PVC insulation. 


Stud Size | StudSize | AWG Tape Cut 

Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-9+ 
PVC (Polyvinylchloride) 
@ 19070-0153 3/8" M10 10AWG | Yellow 1 55H3788 0.36 
@ 19070-0145 8 M4 10AWG | Yellow 1 55H3784 0.48 
@ 19070-0014 8 M4 18AWG Red 1 55H3722 0.21 
@ 19071-0181 10 M5 8AWG Red 1 55H3863 1.01 
@ 19070-0123 10 M5 10AWG | Yellow 1 55H3775 0.28 
@ 19070-0125 10 MS 10AWG | Yellow 1 94C7578 = 
@ 19070-0104 10 M5 14AWG Blue 1 9407571 0.22 
@ 19070-0017 10 M5 18AWG Red 1 55H3723 0.40 
@ 19071-0143 1/4" M6 8AWG Red 1 84R6767 — 
@ 19070-0132 1/4" M6 10AWG | Yellow 1 55H3779 0.56 
@ 19070-0024 1/4" M6 18AWG Red 1 55H3727 0.26 
PIM_69853 


AVIKRIMP® RING TERMINALS WITH STRAIN RELIEF 


molex 
RoHS _ 
Compliant 
Available 


Double crimp with metal strain relief. Easy tunnel entry with tough nylon insulation. 
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TERMINALS & SPLICES 


AVIKRIMP® RING TERMINALS WITH STRAIN RELIEF (CONT.) 


Stud Size | StudSize | AWG Price Each 
Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-9+ 

Nylon (Polyamide), 0.230” x 0.700” 

@ 19073-0009 6 M3.5 18AWG Red 1 55H3972 = 
Nylon (Polyamide), 0.250” x 0.810” 

@ 19073-0038 6 M3.5 18AWG Red 1 55H3989 0.24 
@ 19073-0042 8 M4 18AWG Red 1 55H3992 0.47 
Nylon (Polyamide), 0.250” x 0.810” - Mylar Tape Carrier 

@ 19073-0040 6 M3.5 18AWG Red 1 55H3991 -— 
Nylon (Polyamide), 0.310” x 0.870” 

@ 19073-0017 10 M5 18AWG Red 1 55H3977 0.45 
Nylon (Polyamide), 0.322” x 0.885” 

@ 19073-0085 8 M4 14AWG Blue 1 55H4021 0.32 
@ 19073-0087 10 M5 14AWG Blue 1 55H4023 0.29 
Nylon (Polyamide), 0.385” x 1.091” 

@ 19073-0170 10 M5 10AWG | Yellow 1 55H4050 0.67 
Nylon (Polyamide), 0.470” x 1.060” 

@ 19073-0024 1/4" M6 18AWG Red 1 55H3981 0.28 
@ 19073-0027 5/16” M8 18AWG Red 1 55H3983 0.27 
Nylon (Polyamide), 0.477” x 1.077” 

@ 19073-0076 1/4" M6 14AWG Blue 1 55H4015 0.52 
Nylon (Polyamide), 0.540” x 1.258” 

@ 19073-0188 1/4" M6 10AWG | Yellow 1 17P6503 0.83 
PIM_69852 


CLOSED-ENDINSULATED — @& Baie m1 | x 
SPLICES Available 

Molex Nylon Closed-End Connectors feature aa 

2-piece construction. A translucent nylon-molded insulation is | 
adhered to the metal connector insert. The connector's insert 

is annealed, Tin-plated, seamless, pure electrolytic, tough 

pitch Copper. Individual design and performance requirements 

dictate the use of Copper inserts. These connectors are all 

rated for a maximum of 600V. 


AWG Price Each 
Mfg. Part No. Max Material Color Qty | Stock No. [49+ 

Crimp, Closed-End 

@ 19160-0012 14AWG | Nylon 6.6 (Polyamide 6.6) | Natural 1 55H4883 0.22 
@ 19160-0009 12AWG | Nylon 6.6 (Polyamide 6.6) | Natural 1 25H8131 0.23 
@ 19160-0002 10AWG | Nylon 6.6 (Polyamide 6.6) | Natural 1 55H4882 0.27 
@ 19160-0024 8AWG Nylon 6.6 (Polyamide 6.6) | Natural 1 55H4887 0.61 
Crimp, Twisted Lock 

@ 19160-0039 14AWG Nylon (Polyamide) Grey 1 55H4891 0.04 
@ 19160-0041 14AWG Nylon (Polyamide) Orange 1 55H4893 — 
PIM_89569 


RATCHET CONTROL CRIMP HAND TOOLS 


molex 
RoHS — 
Compliant 
Available 


64001-0100 
For Use Price Each 

Mfg. Part No. With Stock No. 1+ 
Ratchet 

64001-0100 Molex Avikrimp/Insulkrimp 22-10AWG Terminals & Splices 79C4050 516.13 

64001-4100 | Molex Insulkrimp 19007 22-14AWG Fully Insulated Flag Quick) 01J9060 652.14 

Disconnect Terminals 

@ 63811-4700 Molex MLX 36663 & 36664 12-10AWG Terminals 10R0128 | 411.60 
Ratchet, Perma-Seal 22-14 AWG Quick Disconnect Terminals 

64001-4500 | Molex Perma-Seal 19164 22-14AWG Quick Disconnect Terminals | 01J9062 654.89 


PIM_75858 
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TERMINALS & SPLICES 


PAN-TERM® TERMINALS, Seperate PaNDUIT PAN-TERM® TERMINALS, DISCONNECTS AND SPLICES (CONT.) 
DISCONNECTS AND SPLICES SB rn ee Price Each 
’ Mfg. Part No. Metric Max Color Qty Stock No. 1-4+ 
f Uninsulated 
y / @ D14-250-C 7 14AWG . 1 50B6514 0.94 
ea @ BS14-C ue 14AWG 2 1 91B6728 0.60 
| { | @ P18-P47-C 7 18AWG ie 1 91B2682 0.91 
f @ P10-6R-L M35 10AWG = 1 91B3035 0.85 
Ring Terminal Uninsulated Ring Terminal Fork Terminal Butt Splice (Extended Barrel) @ P6-10R-T M5 6AWG ms 1 92B4771 1.14 
=| - @ P8-14R-Q M6 8AWG 1 91B5497 1.79 
=| Uninsulated, Fork Terminal 
> PM2-3F-C M3.5 14AWG A 1 13AC4731 0.58 
T Uninsulated, Ring Terminal 
iM | P14-12R-L M12 14AWG a 1 13AC4774 1.15 
Butt Splice Quick Disconnect Barrel Disconnect Adapter Quick Disconnect Fully P10-6RHT6-L M3.5 JOAWG ‘ aoe ici 
Insulated Insulated P14-6RC M3.5 14AWG 1 13AC4776 0.66 
Sold in package quantities indicated in table below. Other Pan-Term® products are available; go online P14-6RHT6-C M3.6 14AWG if 13AC4777 0.71 
or call. P18-6RM M35 16AWG 1 13AC4779 0.23 
Stud Size | AWG Price Each P-10-8RHT6-L M4 10AWG 1 13AC4730 1.07 
Mfg. Part No. Metric Max Color Qty Stock No. 1-4+ P14-8RHT6-C M4 14AWG 1 43AC4778 0.80 
Nylon (Polyamide) P22-8R-C M4 22AWG 1 13AC4780 ue 
@ PN10-6F-D M3.5 10AWG | Yellow 1 50B6612 0.65 PB-10R-Q v3 BAWG 1 13AC4783 AIGa 
@ PN22-6R-C 3.5 22AWG | Yellow 1 90B9540 1.46 SaORTT ME SAWG 1 T3AC4784 ae 
@ PN18-10F-C M5 18AWG | Red 1 91B1588 1.30 SoAaRN MG TAWG 1 T3AC4T85 = 
Nylon (Polyamide), Butt Splice P4-14R-T M6 4AWG 1 13AC4781 4.47 
BSN14-M “ 14AWG | Blue { ASACAGGO 0.48 P6-14R-E M6 AWG 1 13AC4782 2.03 
BSN18-M 7 18AWG | Red 1 13AC4661 0.48 Sune Me SAWG 1 T3AC4786 si 
BSN22-M 22AWG Yellow 4 13AC4662 0.54 P1014RL M6 40AWG 4 13AC4773 0.95 
Nylon (Polyamide), Fork Tamminal P14-14R-C M6 14AWG 1 13AC4775 0.82 
PN14-6F-C M3.5 14AWG | Blue 1 13AC4741 len SARE Me SAWG 7 13AC4787 me 
PN18-6F-M M3.5 18AWG | Red 1 13AC4747 0.62 PiOSERIE ue TOAWG 1 TBACATTA aml 
PN14-10F-C M5 14AWG | Blue 1 13AC4739 1414 Vinyl 
Nylon (Polyamide), Locking Fork Terminal @ DV14-250B-C . 14AWG Blue 1 90B9972 1.02 
—PNI46LF-C | M35] AWG | Blue | | 1SACATA2 | AIG @ py10-3aRL M10 TOAWG | Yellow 1 91B2672 1.31 
Nylon (Polyamide), Quick Disconnect Vinyl, Butt Splice 
DNF14-205FIB-M ws 14AWG | Blue u 13AC4676 0.54 BSV10X-D a 10AWG | Yellow 1 13AC4663 0.57 
DNF14-250-M a 14AWG Blue 1 13AC4677 0.61 BSV10X-Q 7 10AWG | Yellow 1 13AC4664 1.29 
DNF14-250FIM-M ws 14AWG | Blue | 13AC4678 0.67 BSV14X-M a 14AWG Blue 1 13AC4665 0.45 
DNF14-250FIMB-D 7 14AWG | Blue 1 13AC4679 0.72 BSVARCMY 7m TBAWG Red 1 13AC4666 045 
DNF18-110FIB-M 2 18AWG | Red 1 13AC4680 0.58 Vinyl, Fork Terminal 
DNF18-111-C ” IEAWG! | cies | [EtsAcse Us amie PV18-6F-MY M35 1eAWG | Red 1 | 4aacare7 0.40 
DNF18-111-M “ 18AWG |__Red 1 13AC4682 074 PV18-6EN-MY M3.5 16AWG Red 1 13AC4768 0.40 
DNF18-187-M 18AWG |__Red 1 ASACAGES 0.69 PV18-8F-MY M4 T6AWG Red 1 13AC4769 0.40 
DNF18-188C os 1sAWG | Red 1 13AC4684 1.26 PV10-10F-D MS 10AWG | Yellow 1 13AC4750 0.49 
DNF18-250-M os 18AWG |__Red 1 eS 0.63 PV10-10F-L MS TOAWG | Yellow 1 13AC4751 1.02 
DNG18-250FB-M 7 18AWG | Red 1 13AC4686 0.63 PVI440E-M MS TAAWG Blue 1 13AC4758 aaa 
DPF18-250F1B-M TEAS. IL) Be ee 0.46 PV18-10F-CY Ms 1eAWG | Red 1 13AC4764 0.79 
Nylon (Polyamide), Quick Disconneat, Right Angle Vinyl, Locking Fork Terminal 
DNFR14-250B-L os 14AWG |_ Blue u ey 1.40 PV14-6LF-C M35 T4AWG | Blue 1 73AC4761 0.99 
DNFR14-250B-M “ 14AWG | Blue | 13AC4668 0.76 PV10-8LF-L M4 10AWG | Yellow 1 13AC4755 1.24 
DNFR14-250FIB-L aa 14AWG Blue 1 eA) 1.35 Vinyl, Piggyback Disconnect 
DNFR14-250FIB-M “ V4AWG | Blue dl Tea) 0.79 DV14-250P-M * “4AWG | Blue 1 73AC4690 = 
DNFR18-250B-M 7 18AWG | Red 1 13AC4671 0.76 Vinyl, Quick Disconnect 
Nylon (Polyamide), Ring Terminal DV10-250-L os 10AWG | Yellow 1 13AC4688 1.50 
PN18-4RN-C M2.5 18AWG | Red | 13AC4746 1.42 DV14-250B-M a 14AWG | Blue 1 13AC4689 0.42 
PN14-6R-M M35 14AWG | Blue 1 13AC4743 0.49 DV18-250B-CY Ss 18AWG Red 1 13AC4691 ia 
PN18-6R-M M3.5 18AWG | Red 1 13AC4748 0.61 Vinyl, Ring Terminal 
PN10-8R-D M4 TOAWG | Yellow | 1 ASACA7S6 0.60 PV4-38R-E m0 4AWG | _ Yellow 1 73AC4770 4.68 
PN14-8R-M M4 4AWG | Blue ‘ ISACATAS, 0.59 PVI4-12R-L Mita TAAWG | Blue 1 13AC4759 1.98 
PNF10-10R-L MS TOAWG | Yellow | 1 enc eIe2 1.70 PV10-6R-D M35 t0AWG | Yellow 1 13AC4753 0.52 
PN10-10R-D MS 1OAWG | Yellow u 13AC4735 0.68 PV10-6R-L M3.5 10AWG | Yellow 1 13AC4754 1.19 
PN14-10R-M MS AWG | Blue ‘ USACS720 0.57 PV14-6R-M M35 T4AWG | Blue 1 13AC4762 0.38 
PN18-10R-M M5 18AWG Red 4 13AC4745 0.61 PV10-8R-D M4 10AWG Yellow 1 43AC4756 0.50 
PNF10-14R-L M6 10AWG Yellow 1 13AC4733 1.70 PV14-8R-M M4 14AWG Blue 1 13AC4763 0.38 
PN10-14R-D M6 10AWG | _ Yellow ‘ 13AC4736 0.74 PV10-14R-D M6 10AWG | Yellow 1 13AC4752 0.57 
PNF14-14R-C M6 14AWG | Blue 1 13AC4734 1.48 PV14-14R-M M6 14AWG Blue 1 13AC4760 0.50 
PN10-56R-L M8 10AWG Yellow 1 13AC4737 1.67 PV18-14R-CY M6 18AWG Red 1 43AC4765 1.05 
PN18-8R-M M8 1BAWG | Red 1 UeCES) 0.59 PV18-56R-CY M8 1BAWG | Red 1 13AC4766 1.22 
Nylon 6.6 (Polyamide 6.6), Quick Disconnect PIM E400 
DNF10-250FI-D o 10AWG | Yellow 1 13AC4672 0.92 
DNF10-250FIB-D a: 10AWG | Yellow 1 13AC4673 0.83 ; . 
DNF14-110-C - 14AWG | Blue 1 13AC4674 1.40 Tenninels)=Pln 
DNF14-187FIB-C = 14AWG | Blue 1 13AC4675 1.31 
@ DNF14-110-M eS 14AWG | Blue 1 96B5873 0.60 
Polyolefin, Butt Splice 
BSH-18Q 7 18AWG | Red 1 13AC4659 2.63 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 


TERMINALS & SPLICES 


Terminals - Pin (CONT.) PAN-TERM® TERMINAL CRIMPING TOOLS (CONT.) 
Price per Mfg. part no. CT-260 heavy-duty crimping tool installs insulated and noninsulated terminals, splices, 
Pin Pin Pkg. disconnects and wire joints on #10-22 AWG wire. Also cuts wire. Constructed of forged steel with cushioned 
; 3 -—_—— plastic grip. Mfg. part no. CT-1550 controlled-cycle, ergonomic tool crimps most insulated Pan-Term® terminals, 
Mfg. Part No. AWG Size Dia. Length Color Stock No. ee disconnects, wire joints and splices from #22 to #10 AWG. Mfg. part no. CT-1570 crimps most noninsulated 
Copper Terminal, Vinyl Pan-Term® terminals, disconnects and splices from #22 to #10 AWG. For the best ergonomic crimping of #10- 
@ PV14-P47-C 46AWG to 14AWG 4.8mm 42.4mm Blue 94F3139 ae 12 AWG and #14-22 AWG range, order mfg. part no. CT-1551 separately; go online or call. 
@ PV10-P55-LY 12AWG to 10AWG | 2.8mm 14mm Yellow 60R6517 eas For Use Price Each 
PIM_5511816 Mfg. Part No. With Stock No. 1-4+ 
Hand 
Crimp Terminals - Fork / Spade Tongue CT-260 Ean 22-10AWG Insulated & Non-Insulated Terminals 46F1524 Ueeilte 
- CT-1550 | Panduit PAN-TERM 22-10AWG Insulated & Non-Insulated] 99F7058 | 424.06 
Price per Terminals & Splices 
Stud Size | Stud Size | AWG eek CT-1570 [Panduit PAN-TERM 22-10AWG Non-Insulated Lug & Splice] 99F7426 | 424.06 
Mfg. Part No. Imperial Metric Max Color | Qty | Stock No. 1+ Terminals 
Nylon (Polyamide) PIM. 5491 
@ PN22-2F-C 2 M2 22AWG | Yellow | 100 95F3579 = 
@ PN22-4F-C 4 M25 22AWG | Yellow | 100 98F2923 = 
= STA-KON® FEMALE NONINSULATED Thomas&Betts 
@ PN22-6FC 6 M3.5 22AWG | Yellow | 100 98F2924 — DISCONNECTS eee: 
@ PN18-6F-C 6 M3.5 18AWG Red 100 89F1418 = an 
© PNIB-8F-C a wa | 1aWG | Red | 100 | a9Fiat9 | 113.80 Gesnpian 
@ PN14-8F-C 8 M4 14AWG Blue 100 89F1421 - 
@ PN10-8F-L 8 M4 10AWG | Yellow | 50 89F1423 70.66 @) @G 
@ PN10-10F-L 10 M5 10AWG | Yellow 50 89F1424 = 
Vinyl Straight 
@ PV10-14F-L 1/4" M6 10AWG | Yellow | 50 46F1522 = 
@ PV18-6F-CY 6 M3.5 16AWG Red 100 85K8880 = 
@ PV14-6F-C 6 M3.5 14AWG Blue 100 76F863 exe 
@ PV18-8F-CY 8 M4 16AWG Red 100 | 02M8923 = 90° Flag 
@ PV14-8F-C 8 M4 14AWG Blue 100 76F864 —_ @ ULlisted, CSA certified 
@ PV10-8F-L 8 M4 10AWG | Yellow | 50 46F1520 = Order installation tools separately; go online or call. Sold in package quantities indicated in table below. 
@ PV14-10F-C 10 M5 14AWG Blue 100 76F865 = Price per 
PIM_5511813 Tab Size Tab Size AWG Pkg. 
__, Mfg. Part No. Imperial Metric Max Qty | Stock No. 1-4+ 


Female Quick Disconnect, Uninsulated 


Crimp Terminals - Quick Connect & Disconnect 
@ A18-250A 0.25” x 0.032" | 6.35mmx0.8imm | 18AWG | 50 33F1308 | 39.60 


Pee @ B14-250A 0.25" x 0.032" | 6.35mmx081mm | 144WG | 50 | 33F1312 | 30.58 
Tab Size Tab Size AWG Pkg. - - 

Mfg. Part No. Imperial Metric Max | Color | Qty | Stock No.| 1+ @ B14-250 0.25" x 0.032" | 6.35mmx0.81mm | 14AWG | 100 | 33F1309 | 65.75 
Female Quick Disconnect, Nylon (Polyamide) @10-250A | 0.25"x 0.032" | 6.35mmx0.81mm | 10AWG | 50 | 33F1314 | 69.21 
@ DNF18-188FIB-C | 0.187” x 0.032" | 4.75mm x 0.81mm | 18AWG| Red | 100] 9789874 = © C10-250F 0.25" x 0.032" | 6.35mmx0.8imm | 10AWG | 50 | 33F1313 | 65.38 
@ DNF18-250-C _| 0.205" x 0.032" | 5.21mm x 0.81mm| 18AWG| Red | 100] 95F3574 = PIM_5442 
@ DNF14-250-C _ | 0.205" x 0.032" | 5.21mm x 0.81mm | 14AWG| Blue | 100] 94F5658 = 
@ DNF18-250FIB-C | 0.25” x 0.032” | 6.35mm x 0.81mm | 18AWG | Red | 100] 81F4596 = STA-KON® FEMALE INSULATED DISCONNECTS Thomas&Betts 


Female Quick Disconnect, Nylon 6.6 (Polyamide 6.6) 
@ DNF18-111FIB-C | 0.11"x 0.032" | 2.8mm x0.8imm | 18AWG]| Red | 100] 94F5660 = 
@ DNF14-188FIB-C | 0.187” x 0.02” | 4.75mm x 0.51mm | 14AWG | Blue | 100 | 97B9434 = 
@ DNF14-250FIB-C | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG]| Blue | 100| 81F4597 ae 
@ DNF10-250FI-L_ | 0.25” x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow | 50 | 97B0472 = 
Quick Disconnect Adapter, Uninsulated 
@ D-250A-C 0.25" x 0.032” | 6.35mm x 0.81mm i .. | 100] 81F4593 =e 
PIM_5511814 le 
Nylon Self Insulated, Fig. 1 
@ ULlisted, CSA certified 
Order installation tools mfg. part nos. WT145C, WT2000, ERG-2001, ERG-2003, WT1455 and WT112M 


RoHS _ 
Compliant 
Available 


Nylon Fully Insulated, Fig. 2 


Open Top Insulated 90° Flag, Fig. 3 


Crimp Terminals - Butt Splice 


dil per separately; go online or call. Sold in package quantities indicated in tables below. 

Leola] 5 

Mfg. Part No. AWG Size Color Qty | Stock No. 1+ ee fous |Il ana re 
Nylon (Polyamide) Mfg. Part No. Imperial Metric Max | Color | Qty | Stock No. 1-4+ 
@ BSN22-C 26 AWG to 22 AWG Yellow 100 94F5620 = Female Quick Disconnect, Nylon (Polyamide), Fig. 4 


@ BSN18-C 22 AWG to 18 AWG Red 100 89F1237 = 


@RAB-110F | 0.11"x0.032" | 2.8mmx0.8imm | 18AWG] Red | 100 | 94F2971 | 122.95 
@ BSN14-C 16 AWG to 14 AWG Blue 100 89F1294 i @RAIB-111F | 0.11"x 0.032" | 28mmx0.8imm | 18AWG| Red | 100 | 94F3055 | 127.91 
@ BSN10-L 12 AWG to 10 AWG Yellow 50 89F1295 = @ RAD18-182 | 0.187"x 0.02" | 4.75mmx 0.5mm] 18AWG| Red | 100 | 33F1364 | 124.20 
Vinyl @ RBD14-182 | 0.187"x0.02" |4.75mm x 0.51mm | 14AWG| Blue | 100 | 334370 | 141.51 
@ BSV18X-LY 22 AWG to 18 AWG Red 50 03M6548 = @ RAD18-183 | 0.187" x 0.032" |4.75mm x0.81mm | 18AWG| Red | 100 | 33F1363 | 121.55 
@ BSVI4X-L 16 AWG to 14 AWG Blue 50 65H8705 = @ RBD14-183 | 0.187" x 0.032" | 4.75mm x0.81mm | 14AWG| Blue | 100 | 33F1369 | 136.20 
PIM_5511815 @RA18-250F | 0.25"x 0.082" |6.35mmx0.8Imm | 18AWG| Red | 100 | 33F1362 | 417.50 

@RB14-250F | 0.25"x 0.082" | 6.35mmx0.8Imm | 14AWG| Blue | 100 | 33F1368 | 122.41 
PAN-TERM® TERMINAL CRIMPING TOOLS PanbuUIT @ RC10-250F 0.25” x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow] 50 | 33F1375 81.80 


Female Quick Disconnect, Nylon (Polyamide), Fig. 2 
@ 14RBD-18277 | 0.187"x 0.02" | 4.75mm x 0.51mm | 14AWG | BI 
@ 18RAD-18377 | 0.187” x 0.032” | 4.75mm x 0.81mm | 18AWG | Red | 100 | 33F1366 | 116.58 
@ 14RBD-18377 | 0.187” x 0.032” | 4.75mm x 0.81mm | 14AWG | Blue | 100 | 33F1372 | 1415.55 
@ 18RA-2577C | 0.25" x 0.032" | 6.35mm x 0.81mm | 18AWG | Red | 100 | 33F1365 | 117.18 
Re 
BI 
BI 


ue | 100 | 33F1373 | 115.55 


Cr-260 CT-1550 @ RA2573 0.25" x 0.032" | 6.35mm x 0.81mm | 18AWG| Red | 1000 | 31F2726 | 449.52 
@ 14RB-2577 | 0.25"x 0.032" | 6.35mmx0.81mm | 14AWG| Blue | 100 | 33F1371 | 108.09 
@ RB2573 0.25" x 0.032" | 6.35mmx0.81mm | 14AWG| Blue | 1000| 31F2727 | 436.51 
@ 10RC-2577 | 0.25"x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow | 50 | 33F1376 | 69.27 


CT-1570 
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@ Indicates ROHS Compliant 


STA-KON® FEMALE INSULATED DISCONNECTS (CONT.) 


STA-KON® MALE INSULATED TABS ThomaséBetts 


Price per 
Tab Size Tab Size AWG Pkg. Osa 
Mfg. Part No. Imperial Metric Max | Color | Qty | Stock No. 1-4+ Available 
Female Quick Disconnect, Nylon (Polyamide), Fig. 3 @) @ 
@ RA18-250A 0.25” x 0.032” | 6.35mm x 0.81mm | 18AWG | Red | 50 | 94F3056 65.24 
@ RB14-250A 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue | 50 | 94F1660 74.30 
@ RB-2577F 0.25" x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue | 500 | 98F4004 | 410.48 
@ RC10-250A 0.25" x 0.032” | 6.35mm x 0.81mm | 10AWG | Yellow | 50 | 94F1662 87.82 
@ RC2577F 0.25” x 0.032” | 6.35mm x 0.81mm | 10AWG | Yellow | 500 | 94F3038 394.85 
Female Quick Disconnect, Vinyl, Fig. 1 
@ 10RC-250F _| 0.25"x 0.032" | 6.35mm x 0.81mm | 10AWG | Yellow] 50 | 70B6320 | 70.06 Moylinsuleted Nylon Insulated 
= yi a = @ ULlisted, CSA certified 
Fentalé Baler Disconnect ViniliFig:2 Order installation tools separately; go online or call. Sold in package quantities indicated in table below. 
@ 18RAD-18277 | 0.187" x 0.02” | 4.75mm x 0.51mm | 18AWG | Red | 100 | 33F1367 116.58 ! : seas 
Female Quick Disconnect, Vinyl, Fig. 3 ; ; ree [pelt 
7 = Tab Size Tab Size AWG 9. 
@ 14RB-250F 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue | 100 | 70B6339 110.31 Mfg. Part No. Imperial Metric Max | Color | Qty | Stock No. 14+ 
PIM_5443 Male Quick Disconnect, Nylon (Polyamide) 
@ 14RB-251T | 0.25” x 0.032" | 6.35mmx0.81mm | 14AWG | Blue | 50 | 33F1324 58.04 
STA-KON® RING TERMINALS Thomasé&Betts @RB25177__| 0.25"x 0.032" | 6.35mmx0.81mm | 14AWG | Blue | 500 | 94F7300 | 434.31 
Ss Male Quick Disconnect, Vinyl 
Osan @ 14RBD187 | 0.187" x 0.032” | 4.75mmx0.8imm | 14AWG | Blue | 1 | 0206509 172 
Avalatle @ 18RA-251T | 0.25"x 0.032" | 6.35mmx0.8Imm| 18AWG | Red | 50 | 33F1322 | 56.25 
@) G @ 18RA-250T | 0.25”x 0.032" | 6.35mmx0.81mm | 18AWG | Red | 100 | 33F1321 107.17 
@ 14RB-250T | 0.25” x 0.032” | 6.35mm x 0.81mm | 14AWG | Blue | 100 | 33F1323 112.27 
@ 10RC-251T | 0.25” x 0.032” | 6.35mm x 0.81mm | 10AWG | Yellow} 25 | 33F1326 35.35 
£2 @ 10RC-250T | 0.25” x 0.032” | 6.35mm x 0.81mm | 10AWG | Yellow | 50 | 33F1325 62.19 
\ @ PIM 5444 
Nylon Insulated — Insulation Grip Nylon Insulated - RD, RE, RF Non-Insulated - C, D, E, F STA-KON® BUTT SPLICES 


— RA, RB, RC. 
@ ULlisted, CSA certified 
Order installation tools separately online. Sold in package quantities indicated in table below. 


Price per 
Stud Size | Stud Size | AWG Pkg. 
Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-9+ 
Nylon (Polyamide), RA, RB, RC 
@ RC10-38 3/8” M10 10AWG | Yellow 50 94F1653 76.74 
@ RB14-12 1/2” M12 14AWG Blue 100 94F3037 379.81 
@ RA18-4 4 M25 1eAwG | Red 100 65F719 95.80 
@ RC10-6 6 M3.5 94F3058 76.14 
@ RB14-6 6 M3.5 65F722 126.05 
@ RA18-6 6 M3.5 65F720 122.04 
@ RC10-8 8 M4 65F725 77.61 
@ RB14-8 8 M4 65F723 120.86 
@ RA18-8 8 M4 65F721 111.51 
@ RC10-10 10 M5 65F726 71.06 
@ RB14-10 10 M5 65F724 | 123.81 
@ RA18-10 10 M5 94F1658 | 130.55 
@RC10-14 1/4” M6 65F727 80.11 
@ RB14-14 1/4” M6 70B879 127.90 
@ RB713 1/4” M6 94F9547 999.44 
@ RA18-14 1/4” M6 94F9545 136.18 
@ RC10-516 5/16” M8 10AWG | Yellow 1 68H8348 1.59 
Nylon (Polyamide), RD, RE, RF 
@ REG38 3/8” M10 6AWG Blue 1 26H6363 5.98 
@ RD8-38 3/8” M10 8AWG Red 25 94F2976 115.22 
@ RE6-12 1/2” M12 6AWG Blue 1 2905231 6.83 
@ RF4-10 10 M5 4AWG Yellow 1 50B7987 7.41 
@ REG-10 10 M5 6AWG Blue 1 96B2019 6.25 
@ RD8-10 10 M5 8AWG Red 1 50B7986 4.85 
@ RF4-14 1/4” M6 4AWG Yellow 1 23C8194 6.76 
@ REG-14 1/4" M6 6AWG Blue 20 99F6781 89.55 
@ RD8-14 1/4" M6 8AWG Red 25 94F1077 80.84 
Uninsulated 
@ C10-38 3/8” M10 10AWG is 1 94F9766 0.82 
@ F4-14 1/4" M6 4AWG ite 20 94F2965 89.63 
@ E6-14 1/4" M6 6AWG ide 20 94F3050 56.28 
@ D8-14SK 1/4” M6 8AWG ie 25 94F1657 53.32 
PIM_5446 
496 


Thomas&Betts 


RoHS _ 
Compliant 
Available 


PO eee Td i 


Fig. 1 
Fig. 2 
Sold in package quantities indicated in table below. 
Price per 
Pkg. 
Mfg. Part No. AWG Size Color Qty StockNo. | 1-9+ 
Nylon (Polyamide), Fig. 1 
@ 2RA18 22 AWG to 18 AWG Red 100 46F3621 117.97 
@ RBB21 16 AWG to 14 AWG Blue | 94F9774 0.46 
@ 2RB14 16 AWG to 14 AWG Blue 100 46F3622 117.97 
@ 2RC10 12 AWG to 10 AWG Yellow 50 46F3623 86.41 
@ 2RE6 6 AWG Blue 20 46F3626 402.16 
Uninsulated, Fig. 3 
@ 2A-18 22 AWG to 18 AWG a 100 46F3634 57.95 
@ 28-14 16 AWG to 14 AWG 100 46F3635 61.31 
@ 2C-10 12 AWG to 10 AWG ee 50 46F3636 42.71 
@ 20-8 9 AWG to 7 AWG i 25 46F3627 51.78 
@ 2E-6 6 AWG to 5AWG wid 20 46F3628 70.29 
Vinyl, Fig. 2 
@ 2RA18X 22 AWG to 18 AWG Red 100 46F3631 85.51 
@ 2RB14X 16 AWG to 14 AWG Blue 100 46F3632 84.65 
@ 2RC10X 12 AWG to 10 AWG Yellow 50 46F3633 59.67 
PIM_5447 
STA-KON® INSULATED LOCKING FORK ThomaséBetts 
TERMINALS 
Gee tinoiat 
COs 


O€ 


A 


Nylon _» Insulated 


Vinyl Insulated 
© ULlisted, CSA certified 
Sold in package quantities indicated in table below. 


Expanded Vinyl Insulated FLX 
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CONNECTORS & ACCESSORIES 


TERMINALS & SPLICES 


STA-KON® INSULATED LOCKING FORK TERMINALS (CONT.) 


RING AND FORK SOLDERLESS TERMINALS (CONT.) 


Price per Price per 
Stud Size | StudSize | AWG Pkg. Stud Size | StudSize | AWG Pkg. 
Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-4+ Mfg. Part No. Imperial Metric Max Color Qty Stock No. 1-9+ 
Nylon (Polyamide) Vinyl 
@ RA18-6FL 6 M3.5 16AWG Red 100 94F1069 130.64 @ RB877 10 M5 14AWG Blue 1000 31F115 270.51 
@ RA18-8FL 8 M4 16AWG Red 100 94F1659 130.64 @ 18RA-10 10 MS 16AWG Red 100 94F1110 83.11 
@ RB14-8FL 8 M4 14AWG Blue 100 94F1072 124.03 @ RA877 10 MS 16AWG Red 1000 | 70B4685 519.92 
Vinyl @ 10RC-14 1/4” M6 10AWG | Yellow 50 65F709 65.16 
@ 18RA-6FLX 6 M3.5 16AWG Red 1 773179 1.49 @ 14RB-14 1/4” M6 14AWG Blue 100 94F3070 102.37 
@ 18RA-6FL 6 M3.5 16AWG Red 100 33F1331 89.33 @ 18RA-14 1/4" M6 16AWG Red 1 94F9781 1.60 
@ RA2217 6 M3.5 16AWG Red 1000 | 31F2550 279.69 PIM_5455 
@ 14RB-6FLX 6 M3.5 14AWG Blue 1 77H2379 1.39 
@ 14RB-6FL 6 M3.5 14AWG Blue 100 33F1334 93.15 Crimp Terminals - Fork / Spade Tongue 
@ 10RC-6FL 6 M3.5 10AWG | Yellow 50 33F1337 62.07 Sa 
@ 18RA-8FLX 8 M4 16AWG Red 1 77H3182 1.39 Stud Size | Stud Size AWG Pkg. 
@ 18RA-8FL 8 M4 16AWG Red 100 33F1332 89.33 Mfg. PartNo. | Imperial Metric Max Color | Qty | Stock No. 1-44 
@ 14RB-8FL 8 M4 14AWG Blue 100 33F1335 92.13 Nylon (Polyamide) 
@ 10RC-8FL 8 M4 10AWG | Yellow 50 33F1338 59.65 @ RA18-14F 114” M6 16AWG Red 1 7208190 4.95 
@ 18RA-10FL 10 M5 16AWG Red 100 33F1333 139.34 @ RA18-6F 6 M3.5 16AWG Red 100 65F728 126.98 
@ 14RB-10FL 10 MS 14AWG | Blue | 100 | 33F1336 92.13 @ RA1103 6 M3.5 16AWG | Red | 1000 | 31F236 | 680.02 
@ 10RC-10FL 10 M5 10AWG | Yellow 50 33F1339 61.57 @ RB14-6F 6 M3.5 44AWG Blue 100 65F731 2 
PIM_5445 @ RA18-8F 8 M4 16AWG Red 100 65F729 128.88 
@ RB14-8F 8 M4 14AWG Blue 100 65F732 123.13 
RING AND FORK SOLDERLESS TERMINALS Thomas&Betts @ RC10-8F 8 M4 | 10AWG | Yellow | 50 | 65F734_ | 76.68 
re @ RA18-10F 10 MS 16AWG Red 100 65F730 125.11 
@ RB14-10F 10 MS 14AWG Blue 100 65F733 118.11 
@ RC10-10F 10 MS 10AWG | Yellow 50 65F735 76.02 
Uninsulated 
im @ C10-14F 1/4” M6 10AWG 50 65F753 40.45 
. %. @ A18-6F 6 M3.5 16AWG 100 65F745 49.28 
: ; ° - @ B14-6F 6 M3.5 14AWG 100 65F748 48.22 
Vinyl Insulated Ring Vinyl Insulated Fork Nylon ree) Insulated Uninsulated iam @A18-8F 8 M4 16AWG 100 65F746 52.39 
Gee einpiat @ B14-8F 8 M4 14AWG 100 65F749 50.24 
Aalabe “eC10-10F 10 M5 TOAWG 50 | 65F752 | 36.01 
@ G Vinyl 
@ 10RC-14F 1/4” M6 10AWG | Yellow 50 94F6339 62.63 
@ 18RA-6F 6 M3.5 16AWG Red 100 65F710 83.11 
Uninsulated Ring @ RA1167 6 M3.5 16AWG Red 1000 31F129 436.40 
Stock thickness indicated in mfg. part no.: RA and RB denotes 0.03”; RC denotes 0.04”. UL listed, CSA certified. @ 14RB-6F 6 M3.5 14AWG | Blue 100 65F713 83.11 
Order installation tools separately; go online or call. Sold in package quantities indicated in table below. @ 18RA-8F 8 M4 16AWG Red 100 65F711 83.11 
Crimp Terminals - Ring Tongue @ RA1147 8 M4 16AWG Red 1000 31F130 326.93 
Priceper @ 14RB-8F 8 M4 14AWG Blue 100 65F714 83.11 
Stud Size | Stud Size AWG Pkg. @ 10RC-8F 8 M4 10AWG | Yellow 50 94F3069 53.69 
Mfg. PartNo. | Imperial Metric Max Color | Qty | Stock No. 41-94 @ 18RA-10F 10 MS 16AWG Red 100 65F712 83.14 
Uninsulated @ 14RB-10F 10 MS 14AWG Blue 100 65F715 83.11 
@ C10-38 3/8” M10 10AWG a 1 94F9766 0.82 @ 10RC-10F 10 MS 10AWG | Yellow 50 65F716 53.76 
@ B1438 3/8” M10 14AWG Be 1 07H9863 1.08 PIM_5511809 
@ B14-6 6 M3.5 14AWG 100 65F739 49.28 
@A18-6 6 M3.5 16AWG a 100 65F736 49.28 APPLICATION TOOLS AND ThomaséBetts 
@ C10-8-SK 8 M4 10AWG sie 1 65F742 0.69 WIRE STRIPPERS 
@B14-8 8 M4 14AWG 100 65F740 51.35 
@A18-8 8 M4 16AWG se 100 65F737 47.27 
@ 10-10 10 M5 10AWG Ss 50 65F743 36.41 
@ B14-10 10 M5 14AWG 100 65F741 51.95 a = 
@A18-10 10 M5 16AWG me 100 65F738 49.28 WT2000 WT111M, WT112M 
@ C10-14 1/4” M6 10AWG i 50 65F744 43.24 RoHS — 
@B14-14 1/4” M6 14AWG i 100 94F3048 73.37 JeReornan 
@A18-14 1/4” M6 16AWG sie 1 92B2920 1.03 
@ B14-516 5/16” M8 14AWG a 1 73H9628 1.08 
Vinyl WT145A, WT145C 
@ 14RB-38 3/8” M10 44AWG Blue 4 94F9552 4.02 Plier-style hand tool mfg. part no. WT2000 accommodates insulated and noninsulated terminals and splices. 
Used for cutting and stripping wire. Plier-style hand tools mfg. part no. WT111M for noninsulated terminals and 
@ 18RA-38 3/8 M10 1CAWG | Red 1 3062598 1.43 mfg. part no. WT112M for insulated terminals can be used as wire cutter. Ratchet hand tools mfg. part no. 
@ 18RA-4 4 M2.5 16AWG Red 100 65F701 62.22 WT145A for insulated terminals. 
@ 10RC-6 6 M3.5 10AWG | Yellow 50 94F3068 54.13 Price Each 
@ 14RB-6 6 M3.5 14AWG Blue 100 65F704 84.02 Mfg. Part No. Stock No. 1-4+ 
@ 18RA-6 6 M3.5 16AWG Red 100 65F702 80.65 WT145C 31F266 889.70 
@ RA857 6 M3.5 16AWG Red 1000 31F108 290.24 WT145A 94F1102 1880.37 
@ 10RC-8 8 M4 10AWG | Yellow 50 65F707 53.69 @ W1112M 50F839 84.24 
@ 14RB-8 8 M4 14AWG Blue 100 65F705 83.11 PIM_5454 
@ RB867 8 M4 14AWG Blue 1000 31F114 436.40 
@ 18RA-8 8 M4 16AWG Red 100 65F703 80.65 Combination 
@ RA867 8 M4 16AWG Red 1000 31F109 436.40 
@ 10RC-10 10 M5 10AWG | Yellow 50 65F708 53.76 
@ 14RB-10 10 M5 14AWG Blue 100 65F706 83.11 
> CONTINUED > > CONTINUED > 
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TERMINALS & SPLICES 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


Combination (CONT. PAN-LUG™ COMPRESSION AND RoHS : 
— BiiceExh' MECHANICAL CONNECTORS cme [PANDUIT 
Mfg. Part No. Stock No. 1-4+ S \ & 
WT-2000 34F 1259 92.54 & QR : © 
e@writim 31F265 78.11 ( ‘ iw EN 
PIM_5513355 rte —< Vs he” 
COLOR-KEYED® COMPRESSION LUGS ThomaséBetts ‘gt : Fd , Bes ie 
a oT 5 Standard barrel 1-hole lug. Sold in package quantities indicated in table below. 
Gee eimai Stud Size AWG Price Each 
Mfg. Part No. Metric Max Qty Stock No. 1-2+ 
@) G Non Insulated - Crimp 
@ LCA1/0-56-X M8 OAWG 1 91B1524 7.24 
@ LCA4-56-L M8 2AWG 1 93B4733 3.39 
Non Insulated - Crimp - Fig 1. 
LCAS8-10F-L M5 B8AWG 1 13AC4720 = 
@ ULlisted, CSA certified * Sold in package quantities listed in table below Rents sGrinh <Fig 2 ANG ; — 7 
sede | veha ses nie f el LCA1-14-E M6 TAWG 1 13AC4721 5.89 
Mfg. Part No. Imperial Metric Max Qty Stock No. 1-44 LCA6-38-L M10 SAWG 1 13AC4725 2.59 
Insulated - Crimp LCA8-14-L M6 8AWG 1 13AC4726 2.36 
@ 54213) 4/2” M12 " 10 8275363 = LCA8-38-L M10 8AWG 1 13AC4727 2.36 
@ 54105 1/4" M6 BAWG 50 8275347 a Non Insulated - Crimp - Fig 3. 
@ 54204! 10 M5 8AWG 50 8275355 axe LCA10-14-L M6 10AWG 1 13AC4723 0.87 
© 54109 3/8" M10 OAWG 10 8275350 = LCA10-38-L M10 1OAWG 1 13AC4724 0.83 
@ 54110 3/8” M10 OOAWG 10 8275351 = Non Insulated - Crimp - Fig 4. 
@ 54111 3/8” M10 O00AWG 10 8275352 = LCD6-14A-L M6 SAWG 1 13AC4728 6.63 
@ 54112 3/8” M10 O000AWG 10 8275353 = LCD8-14A-L M6 8AWG 1 13AC4729 Sil 
@ 54209 3/8" M10 OAWG 10 8275359 = PIM_5504 
@ 54211 3/8" M10 OO0AWG 10 8275361 = 
@ 54212 3/8" M10 O000AWG 10 8275362 an NON-INSULATED TUBULAR LUGS (7) 
Non Insulated - Crimp multicomp 
© 54113 1/2" M12 a 10 81F1868 | 181.32 
@ 54113 112” M12 e 10 8275354 = 
@ 54157 1/4” M6 OoAWG 1 03P0904 11.83 “ 4 “a 
© 54108 1/4" M6 1AWG 20 81F1863 | 144.16 / 
@ 54108 1/4” M6 1AWG 20 8275349 a ne ] J 
@ 54208 414” M6 1AWG 20 8275358 ay he i mz 
@ 54107 4/4” M6 2AWG 25 81F1862 | 123.93 7 | 
© 54106 1/4" M6 4AWG 50 81Fi8e1 | 184.23 - 
© 54106 11a” M6 4AWG 50 8275348 = or 
@ 54206 114” M6 4AWG 50 8275357 ary Fae sented 
© 54105 114” M6 BAWG 50 81F1860 | 136.00 Seer | Sugees me PIER 
@ 54205 1/4" M6 SAWG 50 8275356 eon Mfg. Part No. Imperial Metric Max Qty Stock No. 1-249+ 
© 54130 114" M6 BAWG 1 94F3079 2.55 Non Insulated - Crimp - Flared 
@ 54134 10 M5 6AWG 50 94F3019 136.00 @ MC000760 4/2" M12 OAWG 4 53X3330 3.53 
@ 54104 10 M5 B8AWG 50 81F1859 | 195.61 @ MC000753 1/4" M6 4AWG 1 53X3323 227 
© 54104 10 M5 B8AWG 50 8275346 | 667.62 @ Mc000750 114” M6 BAWG 1 53X3320 0.78 
@ 54109 3/8” M10 OAWG 10 81F1864 | 101.28 @ Mc000747 114” M6 B8AWG 1 53X3317 1.20 
@ 54110 3/8" M10 OOAWG 10 81F1865 118.30 @ mc000746 10 M5 8AWG 1 53X3316 4.20 
@ 54111 38" M10 OO0AWG 10 81F1866 | 122.08 @ MC000759 3/8” M10 OAWG 1 53X3329 3.51 
@ 54112 3/8” M10 0O000AWG 10 81F1867 134.11 @ Mc000757 3/8” M10 2AWG 1 53X3327 3.10 
@ 542101 3/8" M10 OOAWG 10 8275360 _ @ Mc000755 3/8” M10 4AWG 1 53X3325 = 
@ 54148 3/8" M10 1AWG 1 2709822 7.21 @ Mco00752 318" M10 6AWG 1 53X3322 0.89 
PIM_5448 @ Mc000749 3/8” M10 BAWG 1 53X3319 0.56 
@ mc000758 5/16” M8 OAWG 1 53X3328 3.51 
LUG-IT® MECHANICAL LUGS Thomas&Betts @ mc000756 5/16” M8 2AWG 1 53X3326 272 
7 Saas __ ee iC000754 5/16” M8 4AWG 1 53X3324 2.29 
Sates vat 2 MC000751 5/16” M8 6AWG 1 53X3321 175 
Available @ mco000748 5/16" M8 8AWG 1 53X3318 1.38 
@) G Non Insulated - Crimp - Non-Flared 
@ mc000774 1/2” M12 OAWG 1 53X3344 1.45 
@ Mc000765 1/4” M6 4AWG 1 53X3335 1.57 
@ Mc000763 1/4” M6 BAWG 1 53X3333 111 
@ mc000761 1/4" M6 B8AWG 1 53X3331 0.91 
@ Mc000773 1/4” M6 10AWG 1 53X3343 0.74 
35301, 35401 @ Mc000771 3/8” M10 OAWG 1 53X3341 2.74 
© ULlisted, CSA certified @ mco000769 3/8” M10 2AWG 1 53X3339 0.88 
Price per @ mco000767 38" M10 4AWG 1 53X3337 0.24 
Stud Size | Stud Size AWG Pkg. @ mc000770 5/16" M8 OAWG 1 53X3340 0.67 
Mfg. Part No. Imperial Metric Max Qty Stock No. 1-9+ ‘® Mc000768 5/16" MB DAWG 71 53X3338 0.88 
Non Insulated - Screw @ Mc000766 5/16" M8 4AWG 1 53X3336 157 
onl ue: ld ZANG a GA EY 536.01 @ MC000764 5/16" M8 6AWG 1 53X3334 0.42 
se ile - GAWG | 100 | S1F1856_ | 524.80 @ Mc000762 56" ws BAWG 1 53X3332 0.14 
PIM/s48 PIM_5722543 
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CONNECTORS & ACCESSORIES 
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MCL30 SERIES TUBULAR LUGS 


@ HEAVY-DUTY COPPER RING TERMINALS 
Features = multicomp 


molex 


© Uninsulated Barrel foe 
© For heavy duty applications : Entry Ose 
trucks, buses, forklifts, automotive, 
industrial equipment 
e Annealed terminals for easy 
crimping wie eee 
@ Seamless barrels for secure and Identification 
accurate crimp 
© Made from High Quality Copper : 110 Cu ASTM B152 séailees 
Stud Size | StudSize | AWG Price Each sw Sass 
Mfg. Part No. Imperial Matic Max Oty SiockiNo: eso Battery Cable Lugs offer seamless performance connecting cables, electrical appliances and other power 
Non Insulated - Crimp mechanisms, for harsh-duty environments. The seamless barrel designed lugs are ideal for heavy-duty 600V+ 
MCL30-10F 3/8" M10 OAWG 4 6178250 aa applications. Wire ranges from 8 AWG to 250 MCM with a variety of stud hole sizes can be crimped with industry 
MCL30-20F 3/8" M10 OOAWG 1 6178251 1.38 standard tooling. The flared barre! entry accommodates easy insertion of stranded wire. 
MCL30-30F 3/8” M10 OO0AWG 1 6178252 = Stud Size | Stud Size AWG Price Each 
MCL30-40F 3/8" M10 QOOOAWG 1 6178253 8.70 Mfg. Part No. Imperial Metric Max Qty Stock No. 1-9+ 
MCL30-01F 3/8" M10 TAWG 1 6178245 = Non Insulated - Crimp 
MCL30-02F 318" M10 2AWG 1 6178246 3.26 19224-0452 oe we 4AWG : OWED 1.51 
MCL30-04F 38° wi ZAWG 1 6178247 aa @ 19221-0460 0.313" Ma 4AWG 1 588144 1.48 
MCL30-06F 38° M0 BAWG 1 6178248 = @ 19221-0492 0.313” M8 AWG 1 0145077 0.79 
MCL30-08F 38° M0 BAWG 1 6178249 7 @ 19221-0458 0.375" M10 4AWG 1 58R9384 1.22 
PIM. 197706 @ 19221-0251 0.5” M12 0000AWG 1 9401748 4.27 
@ 19221-0454 0.5” M12 4AWG 1 97M6333 1.25 
MATTE TINNED BRASS SOLDERING fois, rc) Sierras — EEE ee ee 
LUGS Comelant multicomp @ 19221-0245 2.32 
@ 19221-0236 1/2" M12 2AWG 1 65H8576 2.62 
@ 19221-0418 1/4" M6 2AWG 1 55H6192 2.01 
@ 19221-0230 1/4” M6 4AWG 1 58R9327 1.48 
@ 19221-0495 1/4” M6 6AWG 1 04M4983 0.59 
@ 19221-0224 1/4" M6 8AWG 1 §8R9323 0.96 
@ 19221-0424 10 M5 6AWG 1 58R9374 boa 
@ 19221-0241 3/8” M10 OAWG 1 10R0865 1.68 
@ 19221-0244 3/8" M10 O0OAWG 1 9402625 2.45 
@ 19221-0235 3/8" M10 2AWG 1 58R9330 1.38 
@ 19221-0232 3/8” M10 4AWG 1 9608844 0.45 
@ 19221-0229 3/8” M10 6AWG 1 58R9326 1.38 
@ 19221-0226 3/8" M10 8AWG 1 §8R9324 1.43 
@ 19221-0240 5/16” M8 OAWG 1 58R9333 1.80 
@ 19221-0237 5/16” M8 1AWG 1 29M8426 1.34 
L @ 19221-0233 5/16” M8 2AWG 1 58R9329 1.79 
ie 19221-0228 5/16" M8 6AWG 1 05N0734 1.19 
{ie L Fig. 7 PIM_69848 
Stibsiae iat SCREW-ON WIRE NUT CONNECTORS ruil 2 
Price per f ul icomp 
Stud Size Pkg. j 
Mfg. Part No. Imperial Stock No. 1-49+ @ 
Brass, Fig.2. 
@ SPC11126 0.17” 3202103 19.82 
Brass, Fig.3. 
@ SPC11131 0.144" 3202108 20.41 
@ 141-169-MT 0.169" 50N438 44.28 
@ 29-196-MT 0.196” 50N443 22.46 
Brass, Fig.4. AWG Price Each 
@ SPC11130 0.17" 32C2107 20.85 Mfg, Part No. Max Material Color Qty StockNo. | 1-249 _ 
Brass, Fig.6. MCYN1-YL 10AWG | Thermoplastic | Yellow 1 24AC7357 0.09 
@ 761-375-MT 0.398" 5ON454 32.30 MCYN3-RD 8AWG | Thermoplastic Red 1 24AC7359 0.04 
Brass, Fig.7. MCYN2-TN 8AWG | Thermoplastic Tan 1 24AC7358 0.10 
@ SPC11127 0.14" 3202104 9.28 15.2mm 
@ SPC11128 0.171" 3202105 20.08 MCWN1-GY 16AWG | Thermoplastic Grey 1 24AC7347 0.03 
Brass, Fig. WOWNT-OR | 1GAWG | Thermoplastic | Orange [1 | 24ac7348_| 0.05 
@ SPC11129 0.14” 3202106 5.35 17.6mm 
Bronze, Fig.4. MCWN2-BL 16AWG Thermoplastic Blue 1 24AC7349 0.06 
@ SPC10873 0.146" 2700067 35.35 MCWN2-OR 16AWG | Thermoplastic | Orange 1 24AC7350 0.04 
Copper, Fig.1. 22mm 
@ 11A-120-MT 0.12" 50N436 21.32 MCWN3-OR 16AWG | Thermoplastic | Orange 1 24AC7351 0.02 
@ 11A-144-MT 0.144” 50N437 25.90 MCWN3-YL 16AWG Thermoplastic Yellow 1 24AC7352 0.09 
Phosphor Bronze, Fig.5. 24.5mm 
@ SPC10879 0.264" 2700917 20.72 MCWN4-OR 16AWG | Thermoplastic | Orange 1 24AC7353 0.02 
PIM_9337 MCWN4-RD 14AWG Thermoplastic Red 1 24AC7354 0.12 
MCWN4-YL 14AWG Thermoplastic Yellow 4 24AC7355 0.02 
27.4mm 
MCWN6-RD 10AWG Thermoplastic Red 1 24AC7356 0.04 
PIM_5698446 
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HIGHLAND™ ELECTRICAL SPRING CONNECTORS 


© Voltage rated 1000V max., signs and fixtures 


RoHS _ 
Compliant 
Available 


© Suitable for either solid or stranded copper 


conductors © ULlisted, CSA certified 
® Voltage rated 300V or 600V max., building wire* 
Highland™ economical, hard-shell wire connectors are used to electrically connect two or more wire ends 
in a pigtail application and insulate the connection. Color-coded for quick and easy wire-to-connector match. 
Constructed of a plated steel spring covered by a vinyl outer insulator designed to withstand temperatures up to 
221°F (105°C). Sold in packages of 100. 
Price per 
AWG Pkg. 
Mfg. Part No. Max Material Color Qty Stock No. 1+ 
Twist On, Pouch 
H-30-POUCH 16AWG Vinyl Blue 100 17AC6315 16.59 
H-29-POUCH 16AWG Vinyl Grey 100 17AC6314 15.24 
H-31-POUCH 14AWG Vinyl Orange 100 17AC6316 19.68 
H-33-POUCH 12AWG Vinyl Yellow 100 17AC6317 22.25 
H-35-POUCH 10AWG Vinyl Red 100 17AC6318 29.57 
PIM_73235 


PERFORMANCE PLUS WIRE CONNECTORS 


O/B+BOX 


| 
| 


RIY+BOX B/G+BOX 


= RoHS _ 
Compliant 
: Available 


412-BOX TR+BOX 
Connects two or more conductor ends in a pigtail application while insulating the connection. Provides maximum 


protection and a wider wire range. The flexible “mini-skirt” provides protection from “overstrips” and gives more 
room in tight spaces. The wing design makes them easy to install. The square wire spring has a corrosion 
resistant coating and grips quickly biting into conductors for a solid, secure connection. 
Price per 
AWG Pkg. 
Mfg. Part No. Max Material Color Qty | Stock No. 1+ 
Crimp 
@ TR+BOX 8AWG PP (Polypropylene) Tan, Red 100 | 80H9606 26.52 
Twist On 
O/B+POUCH | 12AWG PP (Polypropylene) Blue, Orange | 100 | 13AC7966 | 23.34 
@ TIY+ BOX 12AWG PP (Polypropylene) Tan, Yellow | 100 | 45M6001 22.41 
R/Y+BOX 8AWG PP (Polypropylene) Red, Yellow | 100 | 66F9672 = 
R/Y+POUCH 8AWG PP (Polypropylene) Red, Yellow | 100 | 13AC7967 | 31.64 
@ 412-BOX 8AWG | PVC (Polyvinylchloride) Tan 100 | 46M4765 = 
B/G+BOX 6AWG PP (Polypropylene) Blue, Grey 50 | 66F9673 = 
B/G+POUCH 6AWG PP (Polypropylene) Blue, Grey 50 | 13AC7965 8.64 
PIM_85049 


WIRE-NUT WIRE CONNECTORS 


8h8 


Wire-Nut® 


Visor, 


RoHS — 
Compliant 


yy 


Wing-Nut® Deep Skirt 
twist-on, square spring pressure-type wire connectors grab and secure wires quickly and 


> CONTINUED > 


Wire-Nut® 


500 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


WIRE-NUT WIRE CONNECTORS (CONT.) 


consistently. Wing-Nut® connectors feature an extra tight grip and larger wire range combinations. Wings assist 


in increasing torque levels during termination. Twister® Al/Cu connector features an anti-oxidant gel included 
inside of the connector for splicing aluminum to copper wires for new applications or retrofits. All models are UL 
listed, CSA certified. Sold in package quantities listed below. 
Price per 
AWG |__Pkg. 
Mfg. Part No. Max Material Color Qty Stock No. 1-4+ 
Twist On 
30-072 16AWG hermoplastic Blue 100 59F1111 133.23 
30-172 16AWG Thermoplastic Blue 1000 59F1112 122.07 
30-071 16AWG hermoplastic Grey 100 35F2450 118.56 
30-171 16AWG hermoplastic Grey 1000 35F2451 94.24 
30-073 16AWG Thermoplastic Orange 100 35F2452 149.22 
30-173 16AWG Thermoplastic Orange 1000 35F2453 122.68 
30-076 12AWG hermoplastic Red 100 35F2456 253.61 
30-074 12AWG hermoplastic Yellow 100 35F2454 17.56 
Twist On, Deep-Skirt 
30-452 12AWG Thermoplastic Red 100 90F2438 23.54 
30-451 12AWG hermoplastic Yellow 100 90F 2437 202.36 
@ 30-454 6AWG hermoplastic Blue 250 88K0182 161.28 
PIM_5601 


TWIST SPLICE WIRE CONNECTORS 


AUTHORIZED DISTRIBUTOR 


Fig 1. Fig 2. Fig 3. 


© Terminate multiple wire gauges into single splice @ Rated up to 600 Volt max for building wiring 
© Tool-less twist grip termination 


AWG Price Each 
Mfg. Part No. Max Material Color Qty StockNo. | 1-9+ 
Crimp, Cap Grip Series - Fig 3. 
@ 2299513-1 10AWG Thermoplastic Yellow 1 99Y0491 0.06 
@ 2299512-1 6AWG Thermoplastic Red 1 990490 0.02 
Crimp, Wing/Ground Grip Series - Fig 2. 
@ 2299511-1 10AWG Thermoplastic Green 1 99Y0489 = 
@ 2299508-1 10AWG Thermoplastic Yellow 1 99Y0486 0.06 
@ 2299509-1 8AWG Thermoplastic Grey 1 99Y0487 0.11 
@ 2299507-1 8AWG Thermoplastic Red 1 9970485 0.08 
@ 2299510-1 8AWG Thermoplastic Tan 1 99Y0488 0.04 
@ 2299506-1 6AWG Thermoplastic Blue 1 99Y0484 —_ 
Crimp, Wire Grip Series - Fig 1. 
@ 2299501-1 14AWG Thermoplastic Blue 1 99Y0479 0.02 
@ 2299502-1 14AWG Thermoplastic Grey 1 99Y0480 0.02 
@ 2299503-1 14AWG Thermoplastic Orange 1 9970481 0.03 
@ 2299504-1 10AWG Thermoplastic Red 1 99Y0482 0.06 
@ 2299505-1 10AWG Thermoplastic Yellow 1 99Y0483 0.07 
PIM_5721757 


PUSH GRIP WIRE CONNECTORS 


Se, 


ZTE 


connectivity 


AUTHORIZED DISTRIBUTOR 


© Color coded for easy identification 
© Test slot for voltage testing 


© Rated up to 600 Volt max for building wiring 


AWG Price Each 
Mfg. Part No. Max Material Color Qty Stock No. 1-9+ 
Crimp, 22-12 AWG, polycarbonate material, 2 positions 
@ 2299514-1 | 12AWG PC (Polycarbonate) Yellow 1 990492 0.35 
Crimp, 22-12 AWG, polycarbonate material, 3 positions 
@ 2299515-1 | 12AWG PC (Polycarbonate) Orange 1 99Y0493 0.18 
> CONTINUED > 
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CONNECTORS & ACCESSORIES 


WIRE NUTS & WIRE SPLICES 


PUSH GRIP WIRE CONNECTORS (CONT.) UNINSULATED SOLDER TERMINALS (CONT.) : 
AWG | Price Each Sl : — J c = bo | 
Mfg. Part No. Max Material Color Qty Stock No. 1-9+ a a a a [eat 
Crimp, 22-12 AWG, polycarbonate material, 4 positions roo } | f CF fe i 
@ 2299516-1 12AWG PC (Polycarbonate) Grey 1 99Y0494 0.21 1D + D D 
Crimp, 22-12 AWG, polycarbonate material, 5 positions A imi | a — | i i 
@ 2299517-1 12AWG PC (Polycarbonate) Blue 1 [ 99Y0495 0.32 a { ry q-p 
Crimp, 22-12 AWG, polycarbonate material, 6 positions ! et 3 | —_ ! 
@ 2299518-1 12AWG PC (Polycarbonate) Purple 4 [ 99Y0496 0.23 mel fe | a= Pea { 
PIM_5721776 Fig. 4 Fig. 5 Fig. 6 
Terminal finish is identified by -01 or -05 in the mfg. part no.: -01 = silver plated: -05 = electrosolder. All the 
below terminals are for board thickness of 0.062”. All terminals are suitable for swage mount—Tooling available 


773 SERIES WALL-NUT™ AND 222 SERIES LEVER-NUT™ waco’ eee 


WIRE CONNECTORS Length Price Each 
RoHS Hole Below Overall 
Geesinpian Mfg. Part No. Dia. Flange Length Plating | Stock No. 1-99+ 
Non Insulated, Fig.1 
® G @ 140-1385-02-01-00 ‘7mm [239mm | 635mm | Silver | 97F4831 0.54 
Non Insulated, Fig.2. 
@ 140-1018-02-01-00 1.32mm 2.08mm 447mm Silver 13F2192 0.38 
© 140-1785-02-01-00 1.7mm | 239mm | 635mm | Silver | 40F6032 0.22 
Non Insulated, Fig.3. 
© 140-2089-02-01-00 1.32mm | 208mm | 6.04mm | Silver | 40F6056 0.70 
773 Series 222 Series @ 140-1019-02-01-00 1.32mm | 2.08mm 6.04mm Silver 13F2190 0.37 
773 Series: © Lever-operated Cage Clamp® Non Insulated, Fig.4. 
e Replacement for twist-type wire connectors © Accepts 28-12 AWG solid & stranded wire @ 160-2085-02-01-00 4.32mm 2.08mm 4.47mm Silver 40F6054 0.46 
Pa he i er al ae 160-3653-02-05-00 | 17mm | 213mm | 609mm in| o7Fa7t5 | 0.53 
© UL94V-0 (rated 105° C) ® Housing: Polyamide 6.6 @ 160-3653-02-01-00 1.7mm 2.13mm 6.09mm Silver 13F3080 0.20 
222 Series: © 160-2043-02-01-00 1.93mm | 2.08mm | 6.8mm Silver | 40F6048 0.58 
*High-temperature push-wire connector for applications up to 150°C @ 160-1457-02-01-00 2.08mm 2.77mm 752mm Silver 40F6016 0.66 
No. of Price Each © 160-1026-02-01-00 2.37mm | 2.67mm | 8.69mm Silver 40F6004 0.66 
Mfg. Part No. Positions Voltage Current Stock No. 1-24+ © 160-1558-02-01-00 | 237mm | 277mm | 833mm | Silver | 40F6023 0.62 
28 AWG-12 AWG @ 160-2034-02-01-00 2.37mm 2.77mm 9.91mm Silver 40F6044 0.26 
@ 222-412 2 800V 20A 45M7284 0.53 © 160-1724-02-01-00 | 295mm | 277mm | 11.89mm | Silver | 40F6029 0.85 
© 222-413 3 600V 20A 28K2061 0.66 Non Insulated, Fig.5. 
@ 222-415 5 600V 20A aS 1.01 © 160-1512-02-01-00 | 1.7mm | 213mm | 609mm | Silver | 05C5185 1.07 
16 AWG-12 AWG, * @ 160-2027-02-01-00 | 193mm | 239mm | 714mm | Silver | 40F6043 0.65 
© 773-514 4 400V 240 96M8988 0.60 @ 160-1797-02-01-00 | 287mm | 277mm | 7.55mm in 97F4775 0.73 
16 AWG-12 AWG Non Insulated, Fig.6. 
@ 773-162 2 400V 24a 28K2290 = @ 160-2040-02-01-00 | 193mm | 208mm | 6.8mm Silver | 40F6045 0.37 
© 773-164 4 400V 24a 28K2291 0.23 © 160-2044-02-01-00 | 193mm | 208mm | 6.8mm | Silver | 40F6049 0.28 
© 773-166 6 400V 240 28K2292 0.34 mare 
© 773-168 8 400V 240 28K2293 0.39 
14 AWG-10 AWG 
© 773-173 3 400V 32A 28K2294 0.66 eeCaue TERMINALS, Gee einoiat CamBION’ 
PIM_84721 AUE Company 
CLEAR NYLON-INSULATED oO Tt | 
WIRE JOINTS PPANDUIT ' tT + 
} OE a 6(C68 
Gein 
Compliant 571-4015 571-4016, 571-4026 571-4179, 571-4182 571-4283, 571-4176 
ea Insulator: white polytetrafluoroethylene (PTFE). Fits up to 0.062" thick panels. Mfg. part nos. 571-4179, 571- 
UL listed, CSA certified. Sold in package quantities listed in table below. 4182, 571-4283, and 571-4176 feature feed through solder turret. 
AWG Price Each Length Price Each 
Mfg. PartNo. | Max maton! Golor_| Gly [EStockiNosa mists Mfg. Part No. ne Flange (oat Plating | StockNo. | 1-49+ 
Crimp - Insulated 
JN418-212-D 12AWG Nylon (Polyamide) Natural 1 13AC4719 0.54 O571-401501-0119 | 21mm | 254mm) 742mm | Siver) 0509775 | oo 571-4015-01-01-19 D4imm | 254mm ) 742mm Silver 0509775 O40 
PIM_5506 © 571-4016-01-01-19 | 211mm | 254mm | 8.89mm Silver 05C9776 2.57 
ee ee eee 571-4283-01-05-19 | 211mm | 4.52mm | 8.72mm | Electro Solder | 97F5788 1.16 
UNINSULATED SOLDER TERMINALS Septimpian AMBION® @ 571-4026-01-01-19 | 3.45mm | 2.54mm | 9.91mm Silver 05C9783 5.82 
Available AUE Company @ 571-4182-03-01-19 | 3.45mm | 4.19mm = Silver 05C9917 5.49 
, © 571-4179-01-01-19 | 345mm | 4.7mm | 89mm Silver 0569914 4.57 


=] B | bees ==) e ig @ 571-4176-01-01-19 3.45mm | 6.73mm | 13.08mm Silver 05C9905 4.84 
C | c Le | PIM_4799 
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CONNECTORS & ACCESSORIES @ Indicates RoHS Compliant 4] Find Datasheets Online 
TERMINALS — PCB 


INSULATED SOLDER TERMINALS, STAND-OFFS CamBION’® 461 SERIES SHORTING LINKS/PLUGS CamBIONn’® 
A UE Company AUE Company 
c c RoHS 
{'t “fe Sep erie 
ee — 
4 [LW] 
' AT ZZ! 
Raak co: 
D Poe D 461-2872-01-03-12 


{ Shorting links/plugs to mate with 450 series jacks/sockets, 0.040” diameter, with pitch between 0.200” and 
0.500”. Gold plated. Available insulated (molded polyproplene) in black and red. Additional colors, pitches, 


, F a : : Fig: 2 : 3 platings and non-insulated parts available; go online or call. 
Diallyl phthalate insulated terminals are blue and plated with electro-solder. Ceramic insulated terminals are 
plated with silver. Teflon® insulated terminals are white, plated electro-solder. The threaded end of the part is No. of Price Each 
plated cadmium with colored chromate except mfg. part no. 570-1994-02-01-00 which has nickel plating. Other Mfg. Part No. Positions Pitch Stock No. 1-99+ 
platings and styles are also available; go online or call. Shorting Link / Pin, Red 
Stock No. Insulator @ 461-2872-01-03-12 2 5.08mm 65F1798 1.31 
40F 6237 Dially| © 461-3774-01-03-12 2 10.06mm 10F7948 0.96 
40F6233 Shorting Plug, Black 
AOF6200 Teflon © 461-2871-01-03-10 2 508mm 39F 2085 aaa 
pacar - @ 461-2871-02-03-10 2 6.35mm 10F7945 4.20 
a Crane Shorting Plug, Red 
0509719 @ 461-2871-01-03-12 2 5.08mm 65F1795 4.10 
PIM_4716 
Thread Price Each 
Mfg. Part No. Size Plating Description Stock No. 1-49+ 
GR 450 AND 460 SERIES NONINSULATED iS Cannion’ 
© 572-4870-01-05-16 | 256 | Electro Solder | Turret, Blue, Fig.1 | 40F6233 | 6.52 JACKSISOCKETS ome AUE Company 
@ 572-4894-01-05-16 2-56 Electro Solder Turret, Blue, Fig. 1 40F6237 3.28 
@ 572-4862-01-05-16 4-40 Electro Solder Slot, Blue, Fig. 2 40F6231 3.26 
@ 572-4814-01-05-16 4-40 Electro Solder Turret, Blue 40F6225 5.74 
@ 572-4820-01-05-16 4-40 Electro Solder Turret, Blue 40F6227 5.74 
@ 572-4826-01-05-16 4-40 Electro Solder Turret, Blue 40F6228 3.40 
@ 572-4810-01-05-16 4-40 Electro Solder Turret, Blue, Fig. 1 40F6224 6.52 A 
@ 570-2045-01-01-00 4-40 Silver Turret 40F6217 Eas 
@ 570-3650-01-01-00 4-40 Silver Turret 40F1762 188 
@ 570-1503-01-05-19 4-40 Silver Turret, White, Fig. 1 40F6200 17.56 
@ 570-3648-02-01-00 6-32 Silver Turret 40F1782 13.98 
@ 570-1994-02-01-00 6-32 Silver Turret, Fig. 1 40F6213 43.32 
@ 570-1511-01-01-19 6-32 Silver Turret, White 73H0894 18.84 
@ 570-1504-01-05-19 6-32 Silver Turret, White, Fig. 1 40F6201 27.36 
@ 570-1504-01-01-19 6-32 Silver Turret, White, Fig. 1 05C9718 20.25 
Non Insulated A A 
@ 570-1503-01-01-19 4-40 Silver Turret, White, Fig. 1 05C9717 17.56 eco Ve. 
PIM_4820 RETENTION 
FEATURE 
Fig. 6 
INSULATED SOLDER TERMINALS, FEED-THRU CamBION® 
A UE Company 
D RoHS _ 
gee eB rie 
T A le) A 
B = 
=) ot. 
A Fig. 7 Fig. 8 


Board mounting jacks/sockets suited to mating pins from 0.020" to 0.080". Plating: -03 in mfg. part no. indicates 
gold on spring and body; -04 indicates tin on spring and body; -06 indicates gold on spring and tin on body. 
Additional styles and plating options available; go online or call. 

Cc Male and female patch cord ends to mate with 450 series jacks/sockets, for crimp or solder attachment to wire 
0.025” to 0.080" diameter. Plated gold on spring and body (socket), and gold on pin. Additional platings, style 
options and PC board mount connector pins available; go online or call. 


Teflon® insulated terminals are white and plated with silver. Ceramic terminals are plated with electro-solder. Length Pricelesch 

Stock No. Hole Below Overall 

13F3143 Mfg. Part No. Dia. Flange Length Plating Stock No. 1-99+ 

39F3645 Fig.1. 

13F3141 @ 450-3704-01-06-00 1.93mm | 4.78mm | 5.24mm Gold 94F3220 1.03 

39F3646 Insulated, Fig.7. 

97F4430 @ 450-4352-01-03-10 3.45mm 5.56mm 9.91mm Gold 40F6130 7.70 
= @ 450-4352-01-03-12 3.45mm 5.56mm 9.91mm Gold 97F6139 3.15 

Thread Leseeeeeet Non Insulated, Fig.1 
Mfg. Part No. Size Plating Stock No. 1-49+ Fig. 

Insulated @ 450-3772-01-03-00 1.32mm 5.38mm 5.76mm Gold 39F2922 0.92 

© 570-1990-01-01-00 114-28 Silver 97F4430 114.27 @ 450-3703-01-03-00 1.4mm 3.61mm 412mm Gold 40F6125 ql 

@ 570-2643-01-01-19 4-40 Silver 13F3143 15.62 whee -—— —-- -—— — — — 

© 570-2642-01-01-19 6-32 Silver 30F3645 5.46 .; aera somm | 4eemm || 84tnm 0 1.48 

@ 570-2641-01-01-19 8-32 Silver 13F3141 5.24 One Usted TDs: = aa cH ou — 

© 570-2640-01-01-19 10-32 Silver 30F3646 477 SST) of? | .eehome |. 47mm o 1.81 
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450 AND 460 SERIES NONINSULATED JACKS/SOCKETS (CONT.) 


CONNECTORS & ACCESSORIES 


TERMINALS — PCB 


TURRET TERMINAL BOARDS (CONT.) 


Length Price Each 
Hole Below Overall 

Mfg. Part No. Dia. Flange Length Plating Stock No. 1-99+ 
Non Insulated, Fig.3. 
@ 450-3388-01-03-00 | 2.26mm 5.08mm 5.99mm Gold 40F6119 1.97 
Non Insulated, Fig.4. 
@ 450-3286-01-03-00 | 2.26mm 5.08mm 5.99mm Gold 39F2912 4.23 
Non Insulated, Fig.5. 
@ 450-3366-01-03-00 2.26mm 3.18mm 8.06mm Gold 65F1791 2.68 
Non Insulated, Fig.6. 
@ 450-3752-01-03-00 1.93mm 3.56mm 5.59mm Gold 65F1793 0.85 
Non Insulated, Fig.8. 
@ 460-3308-01-03-00 2.67mm 7.16mm 14.93mm Gold 65F 1800 1.42 


PIM_4797 


SINGLE DOUBLE & TRIPLE TURRET 
SERIES STANDARDIZED TERMINALS 


KEYSTONE 


=] [A 125 DIA—}-—-| RoHS 
| | | 035 Gepsimpian 
& Jt Available 
| 7 
[ 1 i i — 
rE lf 200 | 
As LH | 
L —I 
—j KNUI if L 
w— Ee wf i t 
Fig. 1 Fig. 2 
156 DIA. an 
€) 187 [4.75] 
Z| 
Rl aoe 45 0. 
j-—=p.109 DIA. i 
a | O 
| 4 
ot | pl 


= 
Wo 4 4-40 THREAD ~ FI 
Fig. 3 Fig. 4 
Material free cutting brass - ASTM-B16, bright tin plated for extended shelf life and excellent solderability. Wide 


Board Price Each 
Mfg. Part No. Height Width Thickness StockNo. | 1-9+ 

Epoxy Glass Composite, Standard Turret Terminal Boards 

@ 15316 ats 38.1mm ite 59K0308 = 

@ 15306 30.2mm 66.7mm 2.36mm 59K0307 3.78 
@ 15307 30.2mm 133.4mm 2.36mm 06C0912 16.42 
@ 15308 30.2mm 200mm 2.36mm 60K7086 = 

@ 15311 38.1mm 66.7mm 2.36mm 94F4512 7.46 
@ 15312 38.1mm 133.4mm 2.36mm 64K0485 = 

@ 15314 38.1mm 266.7mm 2.36mm 58K2764 31.18 
@ 15317 50.8mm 133.4mm 2.36mm 58K2765 = 

@ 15318 50.8mm 200mm 2.36mm 58K2766 = 
Scored Standard Turret Terminal Boards 

@ 15232 94F234 17.92 

@ 15031 59K0302 = 

@ 15033 59K0303 24.14 
@ 15035 59K0304 = 

@ 15036 59K0305 27.55 
PIM_9190 


INSULATED AND NON-INSULATED DIN FERRULES 


ee 
= = 


Insulated Non-Insulated 


Pannuir 
RoHS 

Geesimpiat 
Available 


j-s-| 


© Designed with a seamless barrel to contain wire 
strands for superior terminations 

@ Eases insertion of wire into terminal block 

© Meets DIN standards for wire containment 


Choose from insulated ferrules with single or twin wire end sleeve and non-insulated ferrules in assorted sizes. 
Terminates stranded wire for insertion into terminal blocks. Provides panel shops, OEMs, electrical distributors, 
and end users with reliable termination performance. Sold in package quantities indicated below. Other DIN 
sizes and French standard style ferrules are available; go online or call. 


© Suitable for limited space panel applications 
@ Multiple pin lengths available for a variety of 
terminal blocks 


variety of sizes to suit space and wire requirements. Manufacturers part number Overall Length Pin Length 
5 F77-10-M 10 mm N/A 
Length Erice|per F80-10-M 10 mm N/A 
Hole Below Overall GEG F82-10-M 10 mm NIA 
Mfg. Part No. Dia. Flange Length Plating Stock No. 1-4+ F80-12-M 12mm WA 
Non Insulated F86-25-C 25mm NIA 
@ 1593-2 1.57mm 2.13mm 6.13mm in 93B0953 0.21 FSD74-6-D 10.5 mm 6mm 
FSD76-6-D 12mm 6mm 
peels FSD78-6-D 12.5 mm 6mm 
FSD72-8-D 12.5 mm 8mm 
Terminals - Turret Thread Mount FSD73-8-D 12.5 mm 8mm 
- FSD74-8-D 12.5 mm 8mm 
Thread |PriceEach = Fs077-8-DSL2 14.5 mm 
Mfg. Part No. Size Plating Stock No. 1-99+ FSD79-8-D 14.5 mm 
Non Insulated FTD76-8-D 15mm 
@ 1587-2 4-40 Tin 91B2755 0.86 FSD75-10-D 15.5 mm 
FSD76-10-D 16 mm 
PIMOS FTD78-8-D 46 mm 
FTD76-10-D 
TURRET TERMINAL BOARDS FTD77-10-D 
a FSD76-12-D 
Ronis FSD77-12-D 
Gee eimpian FTD80-13-TL 
Available FTD81-12-C 
FTD82-14-C 
FSD80-18-D 
FSD81-18-C 
FSD82-18-C 
Pin Overall AWG | Conductor Price Each 
Terminals, brass per ASTM-B16 securely riveted and bright electro-tin plated per MIL-T-10727 Type 1. Paper Mfg. PartNo. | Length | Length Color Max__| AreaCSA | Stock No. 1-4+ 
base electrical (PBE), per MIL-P-3115C, natural, 250°F; or glass epoxy (GEE), per MIL-I-24768/27, type G-10, PP (Polypropylene) 
300°F. Scored terminal boards are 0.094" thick with two 25-terminal rows on 0.375” centers. Standard terminal 42. Black 16AWG | 1.5mm? 2902330 
boards are 0.094” thick with two 5, 12, 19, or 26-terminal rows on 0.375” centers. hd FID TS 12 e | — — = om | 2 0159 
BE Single Wire, PP (Polypropylene), DIN End 
; ; a aera FSD74-6-D 6mm | 10.5mm | Turquoise | 24AWG | 0.34mm? | 13AC4604| 0.35 
Mfg. Part No. Height Width Thickness Stock No. 1-9+ 
7 rae a FSD76-6-D 6mm 12mm Grey 20AWG | 0.75mm? | 13AC4699 0.31 
Epoxy Glass Composite, Scored Miniature Turret Terminal Boards 
FSD78-6-D 6mm_ |} 12.5mm Black 16AWG 1.5mm? 13AC4702 0.38 
@ 15222 25.4mm 198.4mm 1.57mm 91B3112 24.33 
= : FSD72-8-D 8mm | 12.5mm Grey 26AWG | 0.14mm? | 13AC4692 0.35 
Epoxy Glass Composite, Scored Standard Turret Terminal Boards : 
FSD74-8-D 8mm 12.5mm | Turquoise | 24AWG | 0.34mm? | 13AC4695 0.34 
@ 15236 38.1mm 333.4mm 2.36mm 58K2762 38.77 
FSD73-8-D 8mm | 12.5mm Yellow | 24AWG | 0.25mm? | 13AC4693 0.34 
“_ sal == ell oe eee FSD77-8-DSL2 8 14.5) Red 18AWG 4mm? 13AC4701 
© 15234 63.5mm 333.4mm 2.36mm 58k2761 30.73 aa mj aa |} ue Ox1S 
FSD79-8-D 8mm | 14.5mm Yellow 14AWG | 2.08mm? | 13AC4703 0.38 
FSD75-10-D 10mm | 15.5mm White 22AWG 0.5mm? 13AC4696 0.29 
FSD76-10-D 10mm 16mm Grey 20AWG | 0.75mm? | 13AC4697 0.29 
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INSULATED AND NON-INSULATED DIN FERRULES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


WIRE END FERRULES WITH PLASTIC COLLAR (CONT.) 


Pin Overall AWG | Conductor Price Each 
Mfg. Part No. Length | Length | Color Max AreaCSA | Stock No. 1-4+ 
Single Wire, PP (Polypropylene), DIN End 
FSD76-12-D 12mm 18mm Grey 0.75mm? 13AC4698 0.30 
FSD77-12-D 12mm | 18.5mm | Red 1mm? 13AC4700 0.29 
FSD80-18-D 18mm 25mm Blue | 14AWG 2.5mm? 13AC4704 0.53 
FSD81-18-C 18mm 26mm Grey | 12AWG 4mm? 13AC4705 0.77 
FSD82-18-C 18mm 26mm Yellow | 10AWG 6mm? 13AC4706 0.85 
Single Wire, Uninsulated 
F77-10-M 10mm 18AWG 1mm? 13AC4714 0.16 
F80-10-M 10mm 14AWG 2.5mm? 13AC4715 0.19 
F82-10-M 10mm 6mm? 13AC4717 0.25 
F80-12-M 12mm 2.5mm? 13AC4716 0.19 
F86-25-C iis 25mm aa 2AWG 35mm? 13AC4718 1.69 
Twin Wire, PP (Polypropylene), DIN End 
FTD76-8-D 8mm 15mm Grey | 20AWG | 0.75mm? | 13AC4708 0.53 
FTD78-8-D 8mm 16mm Black | 16AWG 1.5mm? 13AC4710 0.63 
FTD76-10-D 10mm 17mm Grey | 20AWG | 0.75mm? | 13AC4707 0.50 
FTD77-10-D 10mm 17mm Red | 18AWG 1mm? 13AC4709 0.59 
FTD81-12-C 12mm 23mm Grey 4mm? 13AC4712 1.01 
FTD80-13-TL 13mm | 21.5mm | Blue 2.5mm? 13AC4711 0.94 
FTD82-14-C 14mm 25mm | Yellow | 10AWG 6mm? 13AC4713 4.11 
PIM_68660 
WIRE END FERRULES WITH PLASTIC COLLAR Weidmiiller es 


i SB ; 

<=, , Compliant 
Available 

‘ 8 | f 

Weidmuller wire end ferrules are made to DIN standards, are UL recognized, and ensure the long-term quality 

of electrical connections. 


Price per 
Pin Overall AWG | Conductor Pkg. 
Mfg. PartNo. | Length | Length Color Max AreaCSA | Stock No. 1-9+ 
Single Wire, Plastic, 12 mm Pin Length, 15 Stripping Length 
@ 0534200000 12mm 22mm Ivory TAWG 10mm? 17M8284 19.52 
Single Wire, Plastic, 18 mm Pin Length, 15 Stripping Length 
9025930000 | 12mm | 18mm | Yellow | 17AWG | 1mm? 11B165 | 92.39 
Single Wire, Plastic, 18 mm Pin Length, 20 Stripping Length 
@ 0565600000 18mm 24mm Red 16AWG 1.5mm? 6575819 28.64 
Single Wire, Plastic, 18 mm Pin Length, 21 Stripping Length 
@ 0566000000 18mm 28mm Green 6AWG 16mm? 10B9721 23.09 
Single Wire, PP (Polypropylene), 10 mm Pin Length, 12 Stripping Length 
@ 9025870000 10mm 16mm Orange 20AWG 0.5mm? 11B161 28.16 
@ 0635100000 10mm 16mm Red 16AWG 1.5mm? 51M9263 = 
9025860000 | 10mm | 16mm | White | 18AwG | 0.75mm? | 113160 | 30.05 
Single Wire, PP (Polypropylene), 12 mm Pin Length, 14 Stripping Length 
@ 9019170000 12mm 19mm Blue 14AWG 2.5mm? 17M8610 51.00 
@ 0533500000 12mm 20mm Black 10AWG 6mm? 17M8283 0.01 
Single Wire, PP (Polypropylene), 12 mm Pin Length, 15 Stripping Length 
@ 0565900000 12mm 22mm Green 6AWG 16mm? 10B9720 — 
Single Wire, PP (Polypropylene), 16 mm Pin Length, 12 Stripping Length 
@ 9025950000 10mm 16mm Yellow 17AWG 4mm? 52M1997 32.64 
Single Wire, PP (Polypropylene), 17 mm Pin Length, 12 Stripping Length 
@ 9019190000 10mm 18mm Grey 12AWG 4mm? 17M8611 36.49 
Single Wire, PP (Polypropylene), 20 mm Pin Length, 14 Stripping Length 
@ 9019200000 12mm 20mm Grey 12AWG 4mm? 6575841 47.80 
Single Wire, PP (Polypropylene), 6 mm Pin Length, 8 Stripping Length 
@ 9025740000 6mm 10mm Blue 24AWG 0.25mm? 14M6873 29.46 
@ 9025750000 6mm 10mm | Turquoise | 22AWG 0.34mm? 17M8612 27.67 
@ 0409500000 6mm 12mm Orange 20AWG 0.5mm? 10B9454 25.68 
@ 0409600000 6mm 12mm White 18AWG 0.75mm? 6574961 23.09 
@ 0409700000 6mm 12mm Yellow 17AWG 4mm? 6574962 28.36 
Single Wire, PP (Polypropylene), 8 mm Pin Length, 10 Stripping Length 
@ 9025760000 8mm 12mm Blue 24AWG 0.25mm? 17M8613 30.37 
@ 9025770000 8mm 42mm Turquoise | 20AWG 0.5mm? 17M8614 29.61 
@ 0690700000 8mm 14mm Orange 20AWG 0.5mm? 17M8287 22.39 
@ 0463100000 8mm 14mm Red 16AWG 1.5mm? 17M8276 22.99 
@ 0462900000 8mm 14mm White 18AWG 0.75mm? 17M8275 18.68 
@ 0463000000 8mm 14mm Yellow 17AWG 1mm? 98F6523 21.20 
> CONTINUED > 
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9019160000 | 8mm | 15mm | Blue | 14AWG | 25mm? | 50B8474 | 28.76 
PIM_5465310 
PZ 6 ROTO FERRULE & TOOL KIT Weidmiiller ES 


A 
~ gf 
y= ODP 


RoHS _ 
Compliant 
Available 


Kit Contents: @ HO0,75/14 W 
© Wire end ferrules: @ H6,0/20 SW 
@ H1,0/14 GE @ STRIPAX Stripping and cutting tool 
@ H0,5/14 OR @ PZ6 Roto Crimping Tool 
@ H2,5/15D BL © KOFFER PSC4-01 case 
@ H1,5/14R © Assortment of inserts 
Price Each 
Mfg. Part No. Stock No. 1+ 
Terminals & Splices 
@ 9028680000 6575309 363.12 
PIM_5465312 
PZ 10 HEX FERRULE & TOOL KIT Weidmiiller es 


a 
~ Zo 


Kit Contents: 

@ Wire end ferrules with plastic collar, Colour code: 
Weidmiiller 

@ - 500ea ferrules in each gauge from 20...14 AWG 

@ - 250ea 12 AWG ferrules 


@ -50ea 8 AWG ferrules 


RoHS — 
Compliant 
Available 


@ STRIPAX Stripping and cutting tool for conductors 


with PVC insulation from 18-10 AWG 


@ PZ 10 Hex Crimping Tool for wire end ferrules 


from 26-8 AWG 


@ - 100ea 10 AWG ferrules © Case 
Price Each 
Mfg. Part No. Stock No. 1-9+ 
Terminals & Splices 
@ 1542250000 41Y6543 527.61 
PIM_5465844 
Stripax® Plus 2.5 TOOL & FERRULE KIT Weidmiiller es 


A 


Pe 


RoHS _ 
Compliant 
Available 


Kit Contents: and 14 AWG 
@ Wire end ferrules with plastic collar, Colour code: © Stripax® Plus 2.5 All-in-one cutting, stripping and 

Weidmiller crimping tool 
@ - 10 Strips of 50 linked ferrules in 20, 18, 17, 16 © Case with assortment of inserts 

Price Each 
Mfg. Part No. Stock No. 1+ 

Terminals & Splices 
@ 9028770000 29K6420 342.33 
PIM_5465845 


Go online or call for non-compliant or ROHS Compliant products. See page 2 
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FERRULE KIT: e DININSULATED WIRE FERRULES (CONT. 
. PannuiT con) = 
= GeRiem . , ps per 
Compliant Pin Overall AWG Conductor g- 
Available Mfg, Part No. Length | Length | Color Max | AreaCSA | StockNo. |  1-49+ 


Single Wire, Nylon (Polyamide), 12mm Pin, 20.8mm Length 
@ MC0810-01-IV 12mm | 20.8mm Ivory 8AWG 10mm? 06AC5524 6.49 
Single Wire, Nylon (Polyamide), 12mm Pin, 22mm Length 
% ~ @ MC0616-01-BL 12mm 22mm Blue 6AWG 16mm? 06AC5521 16.65 
Zi = “i @ Mc0616-02-GN | 12mm | 22mm | Green | 6AWG | 16mm? | o6ac5522 | 4.23 

) : Single Wire, Nylon (Polyamide), 16mm Pin, 28mm Length 
@ MC0425-01-BN 16mm 28mm Brown 4AWG 25mm? 06AC5520 10.21 


Insulated Non-Insulated 
Contain insulated ferrules with end sleeve or non-insulated ferrules packaged in a plastic storage case. Single Wire, Nylon (Polyamide), 18mm Pin, 25.4mm Length 
Crimping Tool not included. @ MC1240-03-GY | 18mm | 25.4mm Grey 12AWG 4mm? 06AC5530 9.64 
Price Each Single Wire, Nylon (Polyamide), 18mm Pin, 26.5mm Length 
Mfg. Part No. Description Stock No. 1-2+ @ MC1060-03-BK 18mm | 26.5mm | Black | 10AWG 6mm? 06AC5527 3.93 
@ KP-FSD3 12-6 AWG Insulated DIN Ferrules - 100 Piece 33C9696 140.55 Single Wire, Nylon (Polyamide), 18mm Pin, 26.8mm Length 
@ KP-FSD2 22-14 AWG Insulated DIN Ferrules - 400 Piece 33C9695 154.41 @ MC0810-02-IV | 18mm | 26.8mm Ivory | 8AWG 10mm? 06AC5525 16.10 
@ KP-F1 22-14 AWG Non-Insulated Ferrules - 1,800 Piece 23C8752 215.32 Single Wire, Nylon (Polyamide), 18mm Pin, 28mm Length 
@ KP-FSD1 24-18 AWG Insulated DIN Ferrules - 150 Piece 23C8557 133.86 @ MC0616-03-BL 18mm 28mm Blue 6AWG 16mm? 06AC5523 | 21.13 
PIM_68661 Single Wire, Nylon (Polyamide), 6mm Pin, 12.3mm Length 
@ MC1810-01-RD 6mm_ | 12.3mm Red 18AWG 4mm? 06AC5540 14.42 
DIN WIRE FERRULE KITS @ MC1615-01-RD 6mm_ | 12.3mm Red 16AWG 1.5mm? 06AC5533 14.42 


@ ; 
@ MC2075-01-W1 6 12.3 White 20AWG 0.75mm? | 06AC5547 14.42 
multicomp mm mm ite mm 


@ MC1810-02-YL 6mm | 12.3mm | Yellow | 18AWG 1mm? 06AC5541 14.42 


Ros i Single Wire, Nylon (Polyamide), 6mm Pin, 12mm Length 
SB roan @MC2205-01-0R | 6mm | 12mm | Orange | 22AWG | 0.5mm? | O6AC5551| 14.42 


@ MC2205-02-W1 6mm 12mm White | 22AWG 0.5mm? 06AC5552 14.42 
Single Wire, Nylon (Polyamide), 8mm Pin, 14.3mm Length 
@ MC1615-02-BK 8mm | 14.3mm | Black | 16AWG 4.5mm? 06AC5534 14.42 
@ MC1615-03-RD 8mm_ | 14.3mm Red 16AWG 1.5mm? 06AC5535 14.42 
@ MC2075-02-W1 8mm | 14.3mm | White | 20AWG | 0.75mm? | 06AC5548 14.42 
@ MC1810-03-YL 8mm |} 14.3mm | Yellow | 18AWG 1mm? 06AC5542 14.42 


SPC4553 


Contain assortments of DIN wire ferrules. CE compliant. Single Wire, Nylon (Polyamide), 8mm Pin, 15.4mm Length 
Price Each @MC1425-01-BL_[ 8mm | 154mm] Blue | 14AWG | 25mm? | O6AC5531 | 18.25 
Mfg. Part No. Stock No. 1-244 PIM_31976 
@ SPC4553 84N2087 105.08 
Terminals & Splices TWIN-WIRE FERRULES @ 
© SPCASSI B4N20B5 70.04 multicomp 
PIM_41371 kk A RoHS — 
eeaaaaaa—aaaaaaaa—————a——ea—————————— —— —— — ————— Compliant 
B i‘ Gein 
DIN INSULATED WIRE FERRULES multicomp (J pa C € 
} C € Copper/plastic material. Surface: tin-plated. CE compliant. 
J RoHS Price per 
Ose Pin | Overall AWG | Conductor Pkg. 
Mfg. PartNo. | Length | Length Color Max AreaCSA | Stock No. 1-24+ 
g Single Wire, Plastic, A: 16.00 mm, B: 8.00 mm 
© 363X-20K 8mm | 16mm | Black | 16AWG | 1.5mm? | 84N2101 | 16.89 
: Terminal Material: Copper © CE compliant Single Wire, Plastic, A: 21.50 mm, B: 13.00 mm 
Dad e@spcti955 | 13mm | 215mm | Blue | 14AWG | 25mm? | 9105905 | 5.22 
Pi usa haves |: Condici eles Twin Wire, Plastic, A: 15.00 mm, B: 8.00 mm 
Mig.PartNo. | Length | Length | Color | Max | Area CSA |Meie enema mercer @ SPC4563 8mm | 16mm _| Grey | 20AWG | 0.7mm? (RSeNZ037aa C202 
Single Wire, Nylon (Polyamide), 10mm Pin, 16.3mm Length @ SPC4A565 8mm 16mm Red 1BAWG ‘maint? eaNz0C8) 44.36 
@MC1615-04BK | 10mm | 163mm] Black | 1eAwG | 15mm?) 06AC5536 1) 4a.07 @ SPC4562 8mm | 15mm | White | 20AWG | 0.5mm? | 84N2096 | 44.36 
@Mc7810-04RD | 10mm | 163mm | Red | 18AWG | 1mm? | o6AC5543 | 18.07 Twin Wire, Plastic, A: 17.00 mm, B: 10.00 mm 
@ MC1615-05-RD 10mm | 16.3mm Red 16AWG 4.5mm? 06AC5537 9.00 @ SPC4564 10mm 17mm Grey 20AWG 0.75mm? 84N2098 59.90 
@ MC2075-03-wT | 10mm | 16.3mm | White | 20AWG | 0.75mm? | 06AC5549 | 18.07 @ SPCA5E6 10mm_| 47mm]. Red: | “T8AWG) | “im! SANZ100 Ni |GBI75) 
@MC1810-05-YL_| 10mm | 16.3mm | Yellow | 18AWG | 1mm? | 06AC5544 | 18.07 Twin Wire, Plastic, A: 18.50mm,B:10.00mm 
Single Wire, Nylon (Polyamide), 10mm Pin, 16mm Length @ SPC4569 4omm 18.5mm Blue 14AWG 2.5mm? eaNzt03 12.97 
@ MC2205-03-0R | 10mm | 16mm | Orange | 22AWG | 0.5mm? | 06AC5553 | 44.42 Twin Wire, Plastic, A: 20.00 mm, B: 12.00 mm 
@mc2205-04.wT | 10mm | témm | White | 22AWG | O.Smm? | O6AC5554 | 14.42 e@spcases | 12mm _| 20mm | Black | 1GAWG | 1Smm* |iSaNZIO2Es REOie 
Single Wire, Nylon (Polyamide), 10mm Pin, 17.4mm Length Twin Wire, Plastic, A: 23.00 mm, B: 12.00 mm 
@mci240-01-cy | 10mm | 174mm] Grey | 12AWG | 4mm? | 06AC5528 | 22.20 espcas7i | tamm | 28mm | Grey | 12aWG | 4mm | BaN2t05 | 42.86 
Single Wire, Nylon (Polyamide), 12mm Pin, 18.3mm Length Twin Wire, Plastic, A: 25.00 mm, B: 14.00 mm 
@MC1615-06-BK | 12mm | 183mm | Black | 16AWG | 1.5mm? | 06AC5538 | 19.84 SSPCAST2 ‘4mm_| 25mm | Yellow | 10AWG | 6mm? 84N2106_| 37.15 


@ MC1810-06-RD 12mm | 18.3mm Red 18AWG 1mm? 06AC5545 19.84 PIM_31975 
@ MC1615-07-RD 12mm | 18.3mm Red 16AWG 1.5mm? 06AC5539 19.84 
@ MC2075-04-WT 12mm | 18.3mm | White | 20AWG | 0.75mm? | 06AC5550 19.84 
@ MC1810-07-YL 12mm | 18.3mm | Yellow | 18AWG 1mm? 06AC5546 19.84 
Single Wire, Nylon (Polyamide), 12mm Pin, 19.4mm Length 
@ MC1425-02-BL 12mm | 19.4mm Blue 14AWG 2.5mm? 06AC5532 20.13 
@ MC1240-02-GY 12mm | 19.4mm | Grey | 12AWG 4mm? 06AC5529 31.24 
Single Wire, Nylon (Polyamide), 12mm Pin, 20.5mm Length 
@ MC1060-01-BK 12mm | 20.5mm | Black 10AWG 6mm? 06AC5526 36.31 
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HARDWARE — FERRULES 


UNINSULATED WIRE FERRULES 


multicomp 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


STA-KON® INSULATED FERRULES (CONT.) 


Price per 
Pin Overall AWG | Conductor Pkg. 
Gee einoian Mfg. PartNo. | Length | Length Color Max Area CSA | Stock No. 1-4+ 
Available Single Wire, Nylon (Polyamide) 
C € @ F2021 8mm 13.5mm White 20AWG 0.5mm? 48F2513 183.99 
@ F2024 8mm 14mm Grey 18AWG 0.75mm? 48F2514 113.22 
@ F2031 8mm 14.5mm Black 16AWG 0.75mm? 48F2516 146.00 
Copper/plastic material. Surface: tin-plated. CE compliant. @ F4020 8mm_| 145mm | Blue | 14AWG 2.5mm? 48F2522 | 168.46 
Price per @ F4000 8mm 14.5mm | Orange | 20AWG 0.5mm? 48F2518 168.46 
Overall AWG Conductor Pkg. @ F2028 8mm 14.5mm Red 17AWG 0.75mm? 48F2515 113.22 
Mfg. Part No. Length Max Area CSA Stock No. 1-24+ @ F4003 8mm 14.5mm Red 16AWG 4.5mm? 48F2521 174.00 
Single Wire, Uninsulated, A: 10.0 mm, B: 1.4 mm, C: 2.5 mm @ F4001 8mm 14.5mm White 18AWG 0.75mm? 48F2519 174.00 
@ SPC4541 10mm 18AWG 4mm? 84N2075 48.80 @ F4002 8mm 14.5mm Yellow 17AWG 4mm? 48F2520 168.46 
Single Wire, Uninsulated, A: 10.0 mm, B: 1.7 mm, C: 2.8 mm @ F2035 8mm 15mm Blue 14AWG 2.5mm? 48F2517 162.05 
@ SPC4542 10mm 16AWG 1.5mm? 84N2076 53.24 PIM_40176 
Single Wire, Uninsulated, A: 10.0 mm, B: 2.2 mm, C: 3.4mm 
@ SPC4545 10mm 14AWG 2.5mm? 84N2079 64.34 a 
Single Wire, Uninsulated, A: 12.0 mm, B: 2.2 mm, C: 3.4mm CRIMP'TOOES ThomaséBetts 
@ SPC4546 12mm 14AWG 2.5mm? 84N2080 64.34 eating ae 
Single Wire, Uninsulated, A: 12.0 mm, B: 2.8 mm, C: 4.0 mm Available 
@ SPC4547 12mm 12AWG 4mm? 84N2081 55.46 
Single Wire, Uninsulated, A: 12.0 mm, B: 3.5 mm, C: 4.7 mm 
@ SPC4549 10mm 10AWG 6mm? 84N2083 52.35 
Single Wire, Uninsulated, A: 6.0 mm, B: 1.0 mm, C: 2.4 mm 
@ SPC4535 6mm 20AWG 0.5mm? 84N2069 40.73 
Single Wire, Uninsulated, A: 6.0 mm, B: 1.2 mm, C: 2.3 mm 
altos - 6m uae 0.75min? REA Ue) Pocket pack wire marker books are easy to carry, easy to use. You get the exclusive tab design that lets you 
Single Wire, Uninsulated, A: 7.0 mm, B: 2.2 mm, C: 3.4 mm take off marker without touching adheseive. The material is an all purpose vinyl coated cloth tape exclusively 
@ SPC4544 7mm 14AWG 2.5mm? 84N2078 18.90 designed to resist abrasion, oil, water and dirt. 
Single Wire, Uninsulated, A: 8.0 mm, B: 1.0 mm, C: 2.1mm From Thomas & Betts you get the one-piece wire marker and terminal marker. A slight die-cut allows you to 
easily remove the terminal marker if you need it or leave it in place for a longer marker. 
e SPC4536 8mm 20AWG 0.5mm? 84N2070 39193 For Use Price Each 
Single Wire, Uninsulated, A: 8.0 mm, B: 1.4mm, C: 2.5 mm Mfg, Part No. With Stack Net ae 
@ SPC4540 8mm 18AWG 4mm? 84N2074 48.80 Hand 
PIM_31974 eT! T & B 20-14AWG Wire Ferrules 48F3192 155.17 
e@T3 T & B 26-10AWG Wire Ferrules 48F3193 306.98 
WIRE FERRULE CRIMP TOOLS D URATOOL PIM_40177 
SDE MICRO CRIMP TOOL 


10178 


Features: 

@ Built-in ratchet applies correct pressure to ensure 
a complete crimp 

© Durable steel construction and hardened dies to 


10179 


ensure reliability and longevity 

@ ABS grips make this tool comfortable and easy 
to use 

@ Replaceable dies 


a 


The SDE Micro Crimp tool combines the power 
found in our complete line of lithium ion battery tools 
with the light weight and ergonomic design found in 
our family of quality manual hand tools. Designed 
with the operator in mind the SDE Micro Crimp tool 
weighs less than 1 kg (2.2 Ibs), uses 90% less force 
then a typical manual hand tool and contains a built in 
LED light for illuminating your crimp and work area. 
For added flexibility, the SDE Micro Crimp tool utilizes 
the same easily interchangeable SDE die sets found in 
our portable hand tools or electric bench equipment so 
that your tools can grow as your needs grow. 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


The 10178 is a Crimping Tool for 12-28AWG wire ferrules, and the 10179 is a Crimping Tool for 6-10AWG wire 
ferrules. These high-precision wire ferrule crimpers feature a built-in ratchet that applies correct pressure to 


ensure a complete crimp every time and the safety release function allows you to stop a faulty crimp before the Price Each 
crimping cycle is complete. The precisely milled, hardened steel dies have individual square crimping slots for For Use [LASHED | 
each wire size. The dies can easily be changed using a slotted screwdriver. The durable ABS grips make this Mfg. Part No. With Stock No. 1-4+ 
tool comfortable and easy to use. Hand 
For Use Price Each @ 2280380-1 SDE Die Sets 46Y7611 1626.53 
Mfg. Part No. With Stock No. 1+ PIM_5465847 
Ratchet, Ratchet Crimping Tool for 12-22AWG Wire Ferrules 
108 fe Nevo iW Fernles BOBISSS S57 AMP PRO-CRIMPER™ III HAND TOOLS AND SDE DIE 
Ratchet, Ratchet Crimping Tool for 6-10AWG Wire Ferrules ASSEMBLIES = TE 
10179 10-6AWG Wire Ferrules 73C0245 37.10 or 
PIM_82537 AUTHORIZED DISTRIBUTOR 
STA-KON® INSULATED FERRULES Thomas&Betts 
SBiry ; 
Compliant 
Available 
58433-2 354940-1 
e Exceptional quality and crimp performance at an comfortable handle profile 
C) affordable price @ Precision stamping techniques permit close 
© Compatible with all SDE dies tolerance controls on critical parts 
Insulated Ferrules Insulated Ferrules @ Enhanced ergonomics, providing a thinner, more 
(Old DIN/French) 
@ Use with any feed-through terminal block modules, blocks. Order terminal blocks separately; go 
barrier strip terminals and Euro-style terminal online or call. 
> CONTINUED > > CONTINUED > 
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CONNECTORS & ACCESSORIES 


APPLICATION TOOLING 
AMP PRO-CRIMPER™ III HAND TOOLS AND SDE DIE ASSEMBLIES (CONT.) AMP HAND TOOLS FOR TERMINALS AND SPLICES 
For Use Price Each = TE 
Mfg. Part No. With Stock No. 1+ Soars 
Hand AUTHORIZED DISTRIBUTOR 
58495-1 AMP 28-16AWG Contacts 44F8409 | 282.93 
90800-1 AMPLIMITE 28-22AWG D Sub Contacts 96F9838 | 317.00 
“584333. | _AMPPIDG/PLASTIGRIPFaston Contacts ___—'| 97F9552| 170.28 


318450-1 | COAXICON 50ohm RF Series BNC & TNC Commercial Connectors | 95C0090 | 879.94 
Ratchet 


696202-1 


58433-2 AMP BNC& TNC RF Coaxial Connectors 50F1983 235.44 
§8517-1 AMP CST 100 Series 26-22AWG Contacts 48F1943 | 439.40 
58448-2 AMPLIMITE HDP-20 28-20AWG D Sub Contacts 44F8730 | 377.51 
354940-1 AMP Modular Plug Connectors 96F6512 138.36 
58546-1 AMP SOLISTRAND 22-10AWG Terminals and Splices 92B1815 | 285.92 eerent 
§8583-1 AMP SUPERSEAL 1.5 Series Contacts 94B8551 327.53 
90548-1 AMP Universal MATE-N-LOK 18-24AWG Contacts 96F9716 | 260.92 
90546-1 AMP Universal MATE-N-LOK 20-14AWG Contacts 96F9717 | 293.54 
90547-1 AMP Universal MATE-N-LOK 20-14AWG Contacts 52F6273 | 329.24 
90759-1 AMP Universal MATE-N-LOK 22-18AWG Contacts 52F6269 | 315.28 
PIM_80507 ie pole 


Mfg. part no. 58525-1: PRO-CRIMPER III® is a ‘commercial’ grade hand tool designed primarily for field 
installation, repair, maintenance work or prototyping in industrial, commercial or institutional applications. This 
tool crimps 10, 14-12AWG wire size with strip lengths of 6.40mm. Replacement Die also available - mfg. part 


AMP CERTI-CRIMP® II STRAIGHT- AND DOUBLE-ACTION 


== 0. 58524-2. 
HAND TOOLS -_ TE 
amid Mfg. part no. 59300: Controlled ratchet cycle hand crimper, designed to crimp insulated terminals and splices, 
AUTHORIZED DISTRIBUTOR sized 16-26AWG. Dual crimp, crimps both the wire and insulation at the same time. 


Mfg. part no. 55893-1: Hand tool crimps pre-insulated sealed terminals and splices 22-18, 16-14, 12-10 AWG. 


Mfg. part no. 59824-1: TETRA-CRIMP® hand tool crimps PIDG® and PLASTI-GRIP® insulated terminals and 
splices 26-22, 22-16, 16-14, and 12-10 AWG. Dies travel in arc-like path. Features multiple color-coded crimping 
cavities, terminal locator and wire stop, and ratchet control release. 


Mfg. part no. 696202-1: SUPER CHAMP® crimp service hand tool, crimps various open-barrel and closed- 
barrel terminals, contacts and splices with or without insulation support and Tab-Lok FASTON flag terminals. 


Mfg. part no. 696126-1: SUPER CHAMP® multipurpose hand tool features wire stripper, cutter, and multiple 
crimping options. Ideal for stripping wire, cutting bolts and crimping insulated terminals and splices 12-10, 16-14, 


Straight-Action Double-Action and 22-18 AWG. Constructed of high-carbon, heat-treated steel with PVC cushion grips on handles. 
Micro Pneumatic Power System ; © Ratchet control provides complete crimp cycle, For Use Price Each 
* DSR cags SBS Poe SE ea rip Hoss Mia Part, wi steko 
Mfg. Part No. ta Stock No. pce eae 696126-1 AMP 22-10AWG Ring, Hook, Spade Terminals & Butt Splices 35C2264 os 
Hand §9824-1 AMP TETRA ee Faston 22-10AWG | 82F9908 423.40 
erminals & Splices 
91505-1 AMP 24-16AWG Circular Contacts 9262182 | 939.92 696202-1 | Open Barrel & Closed Barrel Terminals, Contacts, Splices and Tab-} 22C6015 eB 
Hand, Crimp Tool Lok Faston Flag Terminals 
91522-1 AMP 22-18AWG Contacts 72C5752 | 930.38 Ratchet 
Hand, Crimp Tool, AMP 915 - 32-22AWG 58525-1 AMP 14-10AWG 250 Series Faston Contacts 83F8372 525.07 
91518-1 AMPMODU Short Point 32-22AWG Contacts 8109471 | 1036.86 55893-1 AMP Heat Shrink 22-10AWG Terminals and Splices 92F1056 | 160.99 
Hand, Double-Action, PIDG® - 22-146AWG §9300 AMP PIDG/STRATO-THERMI/PLAST| 26-14AWG Terminals &| 96B3987 | 4253.93 
47386 AMP 26-24AWG Terminals & Splices 50F541 | 925.86 Splices 
Hand, Double-Action, SOLIS - 22-10AWG Price Each 
49935 AMP SOLISTRAND, STRATO-THERM 22-16AWG Terminals &| 50F548 | 915.84 Mfg. Part No. Description Stock No. 1+ 
Splices 58524-2 Crimp Tool Die - PRO CRIMPER III 83F8371 388.99 
Hand, Straight-Action, Mod 4 PIM 5843 
91516-1 AMPMODU MOD IV 20-30AWG Contacts 83C8147 | 1063.48 
Hand, Straight-Action, UMNL - 16-14AWG 
91506-1 AMP Universal MATE-N-LOK 16-14AWG Contacts 73C7873 742.16 AMP HYDRAULIC CRIMP TOOLING 
Ratchet, Double-Action, PIDG® - 16-14AWG 
47387 AMP PIDG/PLASTI-GRIP 20-14AWG Terminals & Splices 50F542 968.02 
Ratchet, Double-Action, PIDG® - 26-22AWG Pye ee 
46121 AMP PIDG /PLASTI-GRIP 26-22AWG Terminals & Butt Splices | 95F5500 | 1305.13 


Ratchet, Double-Action, STRATOTHERM - 22-10AWG 
46447 AMP SOLISTRAND & STRATO-THERM 22-10AWG Terminals & | 92F4790 709.32 


Splices 

Ratchet, Double-Action, STRATOTHERM - 22-16AWG 

46673 AMP STRAT-THERM 22-14AWG Terminals & Splices 52F4939 | 1118.60 Hydraulic Hand Too! 
Ratchet, Straight-Action, HD20 - 20-28AWG Features: © Termination range is from #8 to 4/0 AWG 

91503-1 AMP 20-28AWG Contacts 7205755 905.23 @ Interchangeable dies, in standard “U” die format @ Available with high performance AMP crimp 

: : © Standard 10,000 psi rated heads and pumps profiles 

Ratchet, Straight-Action, UMNL - 20-14AWG The 59975-1 is a hydraulic Compression Hand Tool suitable for use with the SOLISTRAND 8-2AWG terminals 

91500-1 AMP Universal MATE-N-LOK 20-14AWG Contacts 72C5746 | 476.71 and splices. This hydraulic hand crimping tool has a stationary and moving lever which are compressed to pump 
Ratchet, Straight-Action, UMNL - 24-18AWG hydraulic fluid behind a ram which moves forward and closes the die. 

91510-1 AMP 24-18AWG Universal MATE-N-LOK Contacts 73C4252 742.80 For Use Price Each 

PIM_80490 Mfg. Part No. With Stock No. 1+ 
Hydraulic, Hydraulic Hand Tool, SOLIS w/ Insr 8-2 
59975-1 AMP SOLISTRAND 8-2AWG Terminals & Splices §2F3432 6900.10 
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AMP HYDRAULIC CRIMP TOOLING (CONT.) 


@ Indicates RoHS Compliant 
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APPLICATION AND SERVICE GRADE TOOLS (CONT.) 


Price Each Price Each 
Mfg. Part No. Description Stock No. 1+ Mfg. Part No. Description Stock No. [| 
1490413-1 Nest, U-Die, SOLISTRAND #8 09J5771 433.48 63817-0072 Replacement Cartridge §8R1502 72.04 0 
1490413-5 Nest, U-Die, SOLISTRAND 1/0 09J5775 442.15 63801-7300 Universal Crimp Press 56R3801 5767.87 
1490413-6 Nest, U-Die, SOLISTRAND 2/0 94H7930 446.60 PIM_97519 
1490413-7 Nest, U-Die, SOLISTRAND 3/0 09J5776 472.75 
PIM_80509 Wire 
F Stripping Stripping Price Each 
Wire Mfg. Part No. AWG Capacity Stock No. 1+ 
Stripping Stripping Price Each Wire Stripper 
Mfg. Part No. AWG Capacity Stock No. 1+ 63817-0000 34AWG to 8AWG 0.05mm? to 10mm? §2M2112 113.39 
Automatic Wire Stripper PIM_5513359 
734185-1 28AWG to 10AWG 16mm 57H7258 130.25 
PIM_5513357 Crimp Tools 
For Use Price Each 
HAND TOOLS Amphenol _Mig.Part No. With Stock No.| 1-4 
FCi Hand, 10-13 AWG Stranded Wire 
64016-0040 Standard Wires 52M2118 18.16 
Gee eimpiat Hand, 10-22 AWG Insulated/Non-Insulated Terminals, Cuts & Strips 10-22 AWG Wire 
Available 64016-0039] 10-22AWG Insulated & Non-insulated Closed Barrel Terminals | 52M2117] 10.25 
Lightweight, rugged hand tools have ratchet-action handle that provides complete crimp cycle. For application Hand, 2mm Pitch Wire-to-Wire Crimp Terminals - 
on crimp-to-wire PV receptacles and pins. 63811-7800 2mm Pitch Wire to Wire Crimp Terminal 88M9327 | 375.72 
For Use Pricelesch Hand, 8-4/0 AWG Eyelet Style Copper Lug Terminals 
Mfg. Part No. With Stock No. 1-4+ 19284-0034 Molex 19221 Eyelet Style Lug 8-4/0AWG Terminals 58H4684 | 168.10 
Hand Hand, Hand Crimp Tool 
@ RCY21234 FCI 30-22AWG Dubox Series Contacts TAKA654 1263.36 @ 63819-0900 | Molex Mini-Fit Jr 5556, 5558, 30490, 44476, 44485, 45750, 46012, ] 97M9440 | 297.70 
@HT-151 FCI 30-26AWG Dubox Series Contacts 2703531 = A601 & A0088 24: 16AWs Terminals 
oe: : 63811-1000 Molex Open Barrel 24-14AWG Terminals 85C2464 70.89 
HT-0095 FCI 32-22AWG Mini PV Terminals 89F4985 1654.70 
HT-102 FCI Mini PV Terminals 89F4978 2415.91 Band: Medular Plugs Ai eas 
* 64016-0044 Modular Plug Connectors 52M2120 33.08 
coins Ratchet, 2.00mm (0.079”) Pitch Crimp Terminals, 24-30 AWG 
63819-0500 | Molex DuraClik, Mi Il, Micro-Latch & Sherlock 50212 & 59354 30-| 01N3706 | 417.34 
APPLICATION AND SERVICE GRADE TOOLS ° 24AWG Terminals 
mo | @X Ratchet, 254mm 0.7") KK Crimp Terminals, 22-30 AWG 
63811-8200 | Molex KK 2759, 4809, 5159, 6459, 8088, 40445 & 41572 30-| 99M0334 | 378.70 
22AWG Terminals 
Ratchet, 2.5mm (0.98”) Pitch Mini-Lock™ Wire-to-Board Crimp Terminal, 22-28 AWG 
63811-8100 Molex Mini-Lock 50351 28-22AWG Terminals 73P7452 | 403.42 
Sas Debabans Ratchet, MX150 Blade Male Crimp Terminals, 14-16 AWG 
19284-0034 @ 63811-2400 Molex MX150 33000 & 33011 16-14AWG Blade Terminals 59H1433 | 489.14 
a Ratchet, MX150 Blade Male Crimp Terminals, 18-22 AWG 
@ 63811-2600 | Molex MX150 33000, 33011 & 31296 22-18AWG Blade Terminals | 59H1436 | 489.37 
Ratchet, MX150L Crimp Terminals, 14-22 AWG 
63811-4400 Molex MX150L 19417 & 19420 22-14AWG Terminals 59J1033 | 492.75 
eeattan0 64016-0044 Ratchet, MX150L Crimp Terminals, 8 AWG 
@ 63811-5400 Molex MLX150L 19431 & 19434 8AWG Terminals 34M2820 | 403.53 
Ratchet, MX150L Series 10-12 AWG Crimp Terminals 
@ 63811-5300 Molex MLX150L 19431 & 19434 12-10AWG Terminals 34M2819 | 407.49 
Ratchet, Perma-Seal 22-14 AWG Quick Disconnect Terminals 
64016-0039 64001-4500 | Molex Perma-Seal 19164 22-14AWG Quick Disconnect Terminals | 01J9062 | 654.89 
- 64016-0040 = = 
Ratchet, SL Crimp Terminals, 24-30 AWG 
@ 63825-8800 | Molex SL 50083, 50087, 70021, 70058 & 71851 30-24AWG| 29X6327 | 333.98 
Terminals 
PIM_5513358 


63800-2820 


63817-0000 


RoHS _ 
Compliant 
Available 


dor Approved Modification 


Manually powered hand tools intended for low-volume production and field repairs. 
Measuring Price Each 
Range Panel Meters and Switches designed to your specs 
Mfg. Part No. Max Graduations Stock No. 1+ 
Crimp Height Micrometer Choose your own colors, text, and logo 
63800-2820 25mm 0.001mm 78R2512 413.08 ISO certified lab with a Certificate of Conformance 
: included with your order 
Price Each 
Mfg. Part No. Description Stock No. “he 
63817-0070 Blade Replacement 59H1456 52.82 Call 800 859 1257 
— 83817-0071 | Blade Replacement __ SoS om Email: panelmeters@newark.com 
19294-0002 Cable Tie Tool - 2.20-4.80mm, 18-50lbs 58H5150 30.99 
63801-9100 Crimp Pull Tester 56R3856 4769.31 PIM 5624793 
63800-2810 Eye Loupe 99R5778 10.25 
63801-9200 Pneumatic Wire Stripper, 32-10 AWG 74R5361 6101.65 
63801-9700 Portable Tensile Tester 05W9326 = 
63800-7900 Press Shut Height Gauge 56R3650 1907.72 
> CONTINUED > 
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POWER ENTRY MODULES 


VALISE® TWIST-LOCK® PLUGS ane CONNECTORS Fi 


SS 
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Wiring Device-Kellems 


Gein 
Gepin pliant 
Available 


O€ 


15W47 Watertite 
S, Valise® Twist-Lock® plugs and connectors feature devices available in traditional black with white cord grips. 
Yellow with black cord grips are also available; go online or call. The removable cord grip inserts offer a simple 
. way of accommodating a wide range of cord diameters, while providing a powerful hold to prevent slippage and 
@ ” 26W76 Watertite 3PH strain. One-piece valise-style body offers unique interlocking lugs that secure the body together for strength 
and security as the device folds to grip the cord, even with rough use. Cord range: HBL45 and HBL47 series = 
0.220-0.660" (5.6-16.8); HBL23 series = 0.325-0.720" (8.26-18.3); HBL26 series = 0.590-0.930" (15.0-23.6). 
Boca lSak UL listed, CSA certified, CE compliant. 
5286 Safeway page 60W47DPLX Watertite Voltage Price Each 
Duplex Flip Coverplate Current Rating —SS— 
Rated for harsh environments, these plugs and connectors stand up to the toughest industrial applications. Mfg. Part No. Gender Rating VAC Color Stock No. 1-4+ 
Watertite® devices form an seal that meets the requirements of NEMA 4, 4X and 6; IP 65, 66 and 67 and resist 2P3W, L5-15 
high pressure hose down up to 1000psi. - 
Super-Safeway® devices Designed for rugged industrial and commercial use share some of the advanced @ HBL4723VBK Plug 15A 125V Black 91F 2344 19.58 
design features of their Watertite® counterparts. Their durable rubber housing resists heat, oil, impact, and @ HBL4729VBK Receptacle 15A 125V Black 91F2345 30.94 
chemicals. A patented self-centering cord clamp provides superior strain-relief for a range of cable sizes. 2P3W, L5-20 
Safeway® nylon plugs and connectors are Woodhead’s economical solution for industrial and commercial 2 
applications. UL listed. @ HBL2311VBK Plug 20A 125V Black 91F2350 23.97 
Voltage Price Each @ HBL2313VBK Receptacle 20A 125V Black 91F2351 35.78 
Current Rating 2P3W, L5-30 
Mfg. Part No. Gender Rating VAC Color Stock No. 1+ @ HBL2611VBK Plug 30A 125V Black 41M3270 34.43 
Safeway, 2P3W, NEMA 5-15 @HBL2613VBK | Receptacle | 30A 12v | Black | 91F2357 | 70.77 
@ 1301440036 Plug 15A 125V Black, White 27€9882 27.97 2P3W, L6-15 
@ 1301440044 Receptacle 15A 125V Black, White 27€9881 40.84 @ HBL4573VBK Plug 5A 250V Black 01F 2346 24.15 
Super-Safeway, 2P3W, NEMA 5-15 @HBLA579VBK | Receptacle | 145A 250V | Black | 91F2347 | 32.74 
@ 1301410015 Plug 15A 125V Yellow | 15M1991 27.27 2P3W, L6-20 
@ 1301410031 Receptacle 15A 125V Yellow 15M1993 18.59 @ HBL2321VBK Plug 20A 250V Black 91F2352 23.97 
Super-Safeway, 2P3W, NEMA 5-20 @HBL2323VBK | Receptacle | 20A 250V | Black | 91F2353 | 34.20 
@ 1301410010 Plug 20A 125V Yellow | 92F4928 24.60 2P3W, L6-30 
@113018100255)_|Receplade: | 120A 125V Yellow 924929) | 42128 @ HBL2621VBK Plug 30A 250V. | Black | 91F2358 | 34.43 
Super-Safeway, Locking Blade, 2PaW, NEMA L5-15 @HBL2623VBK | Receptacle | 30A 250v_| Black | 91F2359 | 70.77 
@ 1301410047 Plug 15A 125V Yellow 92F4913 exo 2P3W, L7-15 
© 2647 Receptacle | _15A 12M veley BEE i 2805 @HBLA773VBK | __ Plug 15A av | Black | 91F2348 | 47.25 
Super-Safeway, Locking Blade, 2P3W, NEMA L5-20 3P3W, ML-3 
© 1301410062 Plug 20A 425V Yellow e250 = @ HBL7484V [_ Receptacle 715A 250v | Black | 145694 | 39.45 
@ 1301420021 Receptacle 20A 125V Yellow 92F4931 = PIM_14838 
Super-Safeway, Locking Blade, 3P3W, Non-NEMA 7 
@ 1301410044 Plug 15A 125V Yellow 06H7017 = 
= = . RoHS 
@ 1301420031 Plug 30A 250V Yellow 06H7373 61.34 ae NDING DEUCES 3-WIRE G @) Geen ic SUSEELL) ° 
@ 1301410053 | Receptacle | 15A 125V Yellow 06H7052 = Avaleble 
@ 1301450066 Receptacle 30A 250V Yellow 06H7463 123.56 ee Device-Kellems 
Watertite, Cord Grip, 2P3W, NEMA 5-15 j 
@ 1301460031 Plug 15A 125V Yellow 15M1990 46.85 
@ 1301460060 Receptacle 15A 125V Yellow 15M1992 63.08 a & \ 
Watertite, Cord Grip, 2P3W, NEMA 5-20 : pe “li sano 
@ 1301460022 Plug 20A 125V Yellow 92F4921 = Sf out ‘a 
u - 
@ 1301460052 Receptacle 20A 125V Yellow 92F4922 = : “3 HBL2313 Connector Body 
Watertite, Cord Grip 3P3W. Non-NEMA HBL2310 Receptacle (Socket) HBL2316 Flanged Receptacle 
@ 1301460015 Plug 15A 125V Yellow 06H6460 42.23 Hubbell Twist-Lock™ plugs, connectors and receptacles are recognized as the industry standard for locking 
= devices because of their long history of durable construction and innovative safety features. Units are wire- 
© 1301460050 Receptacle 15A 125V Yellow O6H6599 60.71 ground except mfg. part nos. HBL9965C and HBL7565C. Accept 0.385-0.780" (9.78-19.81) diameter cord 
Watertite, Duplex Flip Coverplate, 2P3W, NEMA 5-15 except mfg. part nos. HBL4720C, HBL4729C, and HBL7565C which accept 0.296-0.688" (7.52-17.48); and 
@ 1301460131 Receptacle 15A 125V Yellow 7306312 _ mfg. part nos. HBL2411, HBL2421, HBL2431 which accept 0.595-0.895" diameter cord. All are UL listed, CSA 
~ - certified, except mfg. part no. HBL7565C. 
Watertite, Duplex Flip Coverplate, 2P3W, NEMA 5-20 - 

R 20A 125V ¥ O7HO112 Voltage Price Each 
© 1301460125 eceptacle ellow | 174.91 Current | Rating ea 
Watertite, Locking Blade, Cord Grip, 2P3W, NEMA L5-15 Mfg. Part No. Gender Rating VAC Color Stock No. 1-4+ 
@ 1301460082 Plug 15A 125V Yellow 92F4890 = 2P3W, L5-15 
@ 1301460099 Receptacle 15A 125V Yellow 92F4891 — @ HBL4720C Plug 15A 125V Black, White 32F725 33.87 
Watertite, Locking Blade, Cord Grip, 2P3W, NEMA L5-20 @ HBL4729C Socket 15A 125V Black, White 34F1142 58.73 
@ 1301470018 Plug 20A 125V Yellow 92F4923 50.52 2P3W, L5-20 
@ 1301470044 Receptacle 20A 125V Yellow 92F4924 104.68 @ HBL2311 Plug 20A 125V Black, White 81F2909 41.63 
Watertite, Locking Blade, Cord Grip, 2P3W, NEMA L7-15 @ HBL2310 Receptacle 20A 125V Black 98F1997 53.33 
@ 1301460079 Plug 15A 2771V Yellow 06H6994 = @ HBL2313 Socket 20A 125V Black, White 81F2910 64.35 
@ 1301460095 Receptacle 15A 2771V Yellow 06H7042 = 2P3W, L5-20, Flanged 
Watertite, Locking Blade, Cord Grip, 3P4W, NEMA L16-20, 3PH @ HBL2315 Plug 20A 125V White 70B5894 46.69 
@ 1301470029 Plug 20A 480V Yellow 25C5326 83.50 @ HBL2316 Receptacle 20A 125V White 46F1295 77.29 
@ 1301470059 Receptacle 20A 480V Yellow 25C5325 110.18 2P3W, L5-30 
Watertite, Locking Blade, Cord Grip, 3P4W, NEMA L16-30, 3PH @ HBL2611 Plug 30A 125V Black, White 46M3160 63.79 
@ 1301470081 Plug 30A 480V Yellow 06H7357 114.95 @ HBL2610 Receptacle 30A 125V Black 30F1305 74.59 
@ 1301470108 Receptacle 30A 480V Yellow 06H7449 173.09 @ HBL2613 Socket 30A 125V Black, White 34F1141 127.13 

PIM_2798 2P3W, L5-30, Flanged 
@ HBL2615 Plug 30A 125V White 70B5294 82.13 
> CONTINUED > 
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ELECTRICAL CONNECTOR PRODUCTS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


POWER ENTRY MODULES 
TWIST-LOCK® 2-POLE, 3-WIRE GROUNDING DEVICES (CONT.) STRAIGHT BLADE VALISE NYLON PLUGS AND CONNECTORS (CONT.) 
Voltage Price Each Voltage Price Each 
Current Rating Current Rating 
Mfg. Part No. Gender Rating VAC Color Stock No. 1-4+ Mfg. Part No. Gender Rating VAC Color Stock No. 1-4+ 
2P3W, L6-15 2P2W Non-Grounding, NEMA 1-15 
@ HBL4570C Plug 15A 250V Black, White 70B4151 35.67 @ HBL5865VY Plug 15A 125V Yellow 31F1363 18.57 
@ HBL4579C Socket 15A 250V Black, White 46F1296 60.64 2P2W Non-Grounding, NEMA 2-20 
2P3W, L6-20 @ HBLO758VY Plug 20A 250V Yellow 35B927 40.84 
@ HBL2321 Plug 20A 250V Black, White 81F2906 41.63 2P3W Grounding, NEMA 5-15 
@ HBL2320 Receptacle 20A 250V Black 50F5629 53.33 @ HBLS965VBLK Plug 15A 125V Black 66F5607 20.59 
@ HBL2323 Socket 20A 250V Black, White 81F2907 64.35 @ HBLSO65VY Plug 15A 125V Yellow 35B775 20.59 
2P3W, L6-20, Flanged @ HBL5969VY Receptacle 15A 125V Yellow 81F2897 39.83 
@ HBL2325 Plug 20A 250V White 46F1303 46.69 2P3W Grounding, NEMA 5-20 
@ HBL2326 Receptacle 20A 250V White 70B4222 77.85 @ HBL5364VY Plug 20A 125V Yellow 35B730 32.07 
2P3W, L6-30 2P3W Grounding, NEMA 6-15 
@ HBL2621 Plug 30A 250V Black, White 70B4658 64.47 @ HBLS666VY Plug 15A 250V Yellow 35B765 25.65 
@ HBL2620 Receptacle 30A 250V Black 1302665 80.55 2P3W Grounding, NEMA 6-20 
@ HBL2623 Socket 30A 250V Black, White 52F9732 128.37 @ HBLS464VY Plug 20A 250V Yellow 35B742 34.77 
2P3W, L6-30, Flanged PIM_2860 
@ HBL2625 Plug 30A 250V White 66F5603 82.13 
eribl 2026 CULL Le Mi ane SF S005 SOLES STRAIGHT BLADE INSULGRIP 3-WIRE GROUND DEVICES 
3P3W, Non-NEMA 
@ HBL9965C Plug 20A 250V Black, White 81F2917 51.64 
@ HBL7565C Socket 10A 250V | Black,White | 34F1144 | 73.95 nee ee 
3P4W, L14-20 Gee tinoiat 
@ HBL2411 Plug 20A 250V | Black,White | 66F5600 | 62.55 ’ alent 
3PAW, L15-20 F @ & 
@ HBL2421 Plug 20A 250V Black, White 66F5601 66.83 
@ HBL2420 Receptacle 20A 250V Black 66F5612 74.25 HBL5369C, HBL5269C 
3P4W, L16-20 HBL5266CA 
@ HBL2431 Plug 20A 480V Black, White 52F9729 67.28 © Heavy duty impact-resistant nylon construction © Accepts a wide range of cord diameters 
PIM. 2872 © Powerful cord clamp prevents strain on © Mates with all like-rated NEMA devices 
= terminations @ 145A and 204A, 2-pole, 3-wire grounding 
Nylon 2-pole ground devices. 0.296-0.688" (7.52-17.48) diameter cord. Mfg. part no. HBL5266CA is an 
WATERTIGHT SAFETY-SHR! awn 8-position angle plug. UL listed, CSA certified. 
Zz HUBBELL i 
SS Current fate oem 
Waene neve callone Mfg. Part No. Gender Rating VAC Color Stock No. 1-4+ 
Geatinp fai 2P3W Grounding, NEMA 5-15 
Available @ HBL5266C Plug 15A 125V Black, White 32F750 31.39 
@ HBL5269C Receptacle 15A | 125V Black, White 35B701 53.33 
2P3W Grounding, NEMA 5-15, Right Angle 
@ HBL5266CA Plug 15A 125V Black, White 52F9755 40.28 
2P3W Grounding, NEMA 5-20 
: @ HBL5366C Plug 20A | 125V Black, White 35B732 42.42 
NEMA type 4X rated product line is offered in a complete family consisting of plugs, connector bodies and @ HBL5369C Receptacle 0A 125V Black, White 34F1143 69.64 
receptacles. Universal neoprene diaphragm seal accommodates a wide range of cord sizes from #16-3, SJ- - 
#85, S, SO. All screws are Phillips/slotted combination. All models are 20 amps. More ampere and voltage 2P3W Grounding, NEMA 6-15 
combinations available; go online or call. @ HBL5666C Plug 15A 250V Black, White 46F1294 37.58 
Voltage Price Each @ HBL5669C Receptacle 15A | 250V Black, White 94F9751 64.13 
Current | Rating 2P3W Grounding, NEMA 6-20 
aw. rae. Sender _|_ Rating. | VAG Color Stock Nos’ [ltt @ HBL5466C Plug 20k] 250V | Black White | 94F9749 | 48.83 
@ HBL2311SW Plug 20A 125V Black, White 52F1615 148.39 resis 
@ HBL2310SW Receptacle 20A 125V Grey 52F1614 184.84 
@ HBL2313SW Socket 20A 125V Black 52F1616 | 166.95 2-WIRE MIDGET PLUGS/CONNECTORS/RECEPTACLES Gren 
2P3W, L5-20, Flanged NIZE 
@ HBL2315SW | Plug 20A 125V | Grey 52F1617 107.55 Wiring Device-Kellems 
2P3W, L6-20 : 
@ HBL2320SW | Receptacle 20A 250V | Grey 52F1618 151.98 <a) N ( a 
3P4W, L16-30, 3PH = . 
@ HBL2731SW Plug 30A 480V Black, White 91F2383 240.75 @) 
a 
PIM_2976 HBL7465y Hat7daiN = ‘ 
HBL7468 aya 
ralerptallt tage VALISE NYLON PLUGS AND (Aas ° @ Compact locking construction - © Mates with all rated ML-1R NEMA Geacinp fant 
SSS © Plug and connector accept 0.220-0.385" diameter devices Available 


Wiring Device-Kellems 


ms RoHS — 
Compliant 
Available 


HBL5464VY, HBLSG66VY, HBLS59B9VY HBLS865VY 
HBLS364VY, HBLS965VY 


The Valise® straight blade product line from Hubbell Wiring Device offers the customer a lower profile, yet 
highly durable line of plugs and connectors. The Valise® product line from Hubbell is available in 15 & 20 Amp 
as well as Hospital Grade. 3-wire grounding except mfg. part no. HBL5865VY & HBL9758VY which are 2-wire, 
nonpolarized. UL listed. 


> CONTINUED > 


510 


@ Flange devices have a stainless stee! mounting 15A, 125V 


cord © 2-pole, 2-wire non-grounding, @ 
flange and exposed terminals 


Mfg. part nos. HBL7464V and HBL7465V fit 0.218”-0.375" (5.54-9.53) diameter cords. 2-pole, 2-wire. Brass 
casings with polished nickel finish. 15A, 125VAC/DC. UL listed. 
Voltage Price Each 
Current Rating 

Mfg. Part No. Gender Rating VAC Color Stock No. 1-4+ 
Twist-Lock, 2P2W, ML-1, Flanged 
@ HBL7468 Receptacle 15A 125V Black 38F503 31.95 
Twist-Lock, 2P2W, ML-1, Flanged, Non-Polarized 
@ HBL7466 Plug 15A 125V Black 38F502 38.14 
Twist-Lock, 2P2W, ML-1, Flanged, Polarized 
@ HBL7467 Plug 15A 125V Black 70B5226 32.85 

> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


2-WIRE MIDGET PLUGS/CONNECTORS/RECEPTACLES (CONT.) 


Voltage Price Each 
Current Rating 
Mfg. Part No. Gender Rating VAC Color Stock No. 1-4+ 
Twist-Lock Valise, 2P2W, ML-1 
@ HBL7465V Plug 15A 125V Black 31F1365 25.99 
@ HBL7464V Receptacle 15A 125V Black 93B4479 28.47 
PIM_2858 


3-POLE, 3-WIRE TWIST LOCK DEVICES Gepiimoin ony 
Available SSWQZZ4 


Wiring Device-Kellems 


HBL7567C HBL7485V 


HBL7555 


HBL7556 


10A, 250VAC; 15A, 125VAC or DC. Mfg. part no. HBL7567C fits 0.296-0.688" (7.52-17.48) diameter cord; 
mfg. part no. HBL7555 fits 0.296-0.625" (7.52-15.88); mfg. part no. HBL7485V fits 0.300-0.430" (7.6-10.9). 


Voltage Price Each 
Current Rating 
Mfg. Part No. Gender Rating VAC Color Stock No. 1-4+ 

3P3W, ML-3, Valise 

@ HBL7485V Plug 15A 250V Black 52F9743 31.05 
3P3W, Non-NEMA 

@ HBL7567C Plug 10A 250V Black, White 31F1366 45.68 
@ HBL7555 Receptacle 10A 250V Black 38F510 81.68 
3P3W, Non-NEMA, Flanged 

@ HBL7556 Plug 15A 250V Black 38F511 60.64 
PIM_2877 
STRAIGHT BLADE 2-POLE, 3-WIRE HOSPITAL-GRADE Freeavws: 
PLUGS AND CONNECTORS See 


Wiring Device-Kellems 


RoHS 
Compliant 
Available 


@> ga HBL8219C 
we HBL8215C 


HBL8215CAT 


@ Heavy duty Hospital-grade construction, made 
from impact-resistant nylon 

@ Powerful cord clamp prevents strain on termi- 
nataions 

Accept 12/3SO to 18/3SJ cord. 8100 series and 8200 series: 15A, 125VAC/DC. 8300 series: 20A, 125VAC/DC. 

UL listed, CSA certified. Order mating receptacles separately; go online or call. 


© Accepts a wide range of cord diameters 
© Mates with all like-rated NEMA devices 
@ 15A and 20A, 2-pole, 3-wire grounding 


Voltage Price Each 
Current Rating 
Mfg. Part No. Gender Rating VAC Color Stock No. 1-4+ 
2P3W Grounding, NEMA 5-15 
@ HBL8215C Plug 15A 125V Black, White 31F1341 31.94 
@ HBL8215CT Plug 15A 125V Transparent 31F1342 41.86 
@ HBL8219C Receptacle 15A 125V Black, White 31F1344 54.94 
2P3W Grounding, NEMA 5-15, Right Angle 
@ HBL8215CAT Plug 15A 125V Transparent 31F1343 42.84 
2P3W Grounding, NEMA 5-15, Valise 
@ HBL8115V Plug 15A 125V White 35B815 23.88 
@ HBL8119V Receptacle 15A 125V White 94F9527 22.53 
2P3W Grounding, NEMA 5-20 
@ HBL8315C Plug 20A 125V Black, White 31F1358 41.53 
@ HBL8315CT Plug 20A 125V Transparent 31F1359 52.00 
@ HBL8319C Receptacle 20A 125V Black, White 31F1360 67.69 
PIM_2852 


2-POLE, 3-WIRE Hubbellock® HOSPITAL-GRADE DEVICES § =-~~—< °° 
HUBBELL) 
SSAUUZZ2 
Wiring Device-Kellems 
RoHS 
— Compliant 


ee Available 


“} @6 


HBL23014HGB 


HBL23001HGB 
2-pole, 3-wire grounding nonexplosion-proof devices rated 20A, 125V, 60Hz, AC. For nonhazardous areas. 


> CONTINUED > 
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2-POLE, 3-WIRE Hubbellock® HOSPITAL-GRADE DEVICES (CONT.) 


Explosion-proof for operating rooms and class 1, division 1, group C atmospheres. UL listed, CSA certified. 


Voltage Price Each 
Current Rating 
Mfg. Part No. Gender Rating VAC Color Stock No. 1-4+ 
2P3W, Non-NEMA 
@ HBL23014HGB Plug 20A 125V Black 41M3269 275.94 
@ HBL23001HGB Receptacle 20A 125V Black 41M3268 303.02 
PIM_2856 
powerCON® CONNECTORS 
NEUT rik 
¢ ) e 
9 y ‘ 
NAC3FCA NAC3FCB NAC3MPA-1 NAC3MPB-1 
. == § ee : 
J Compliant 
Available 
© 
NAC3MM-1 Al 


NAC3FC-HC 


Used for AC power connections, powerCON® 20 Amp connectors utilize the same design as Speakon® 
connectors. Rated: 250V, 20A. Color-coded in A and B versions for power-in or power-out with identifying 
keyways. Cable O.D. 5-15mm with a maximum wire gauge of 14 AWG. Mfg. part no. NAC3MPA-1 and 


NAC3MP-HC 


NAC3MPB-1 have quick-disconnect type termination. Mfg. part no. NAC3FC-HC powerCON® 32 Amp is an 
extremely robust and reliable locking single phase AC appliance cable connector for high current capacity. It 
serves the need of high power distribution systems and supplies for professional audio and lighting equipment 
and installations. Rated: 250V, 32A. UL and cUL recognized, VDE certified, SEV approved. 
Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Cable Mount, Power Out, Black 
@ NAC3FC-HC Receptacle 32A Screw 70M9999 26.71 
Cable Mount, Power Out, Blue 
@ NAC3FCA Receptacle 20A Screw 91F3453 8.37 
Cable Mount, Power Out, Grey 
@ NAC3FCB Receptacle 20A Screw | 91F3454 8.37 
Panel Mount, Power In, Black 
@ NAC3MP-HC Plug 32A Screw | 75M0467 16.32 
Panel Mount, Power In, Blue 
@ NAC3MPA-1 Plug 20A Solder 67R9527 4.21 
Panel Mount, Power In, Grey 
@ NAC3MPB-1 Plug 20A Solder 60R3143 = 
PIM_92275 
Inter-Series adapters 
No. of No. of Price Each 
Mfg. PartNo. | ConvertFrom | Positions | ConvertTo | Positions | Stock No. 1-9+ 
@ NAC3MM-1 Plug 3 Receptacle 3 70R0981 22.55 
PIM_5511622 
pucmares, = @B SAL 82m ELSCHURTER 
ELECTRONIC COMPONENTS 
J 4784.0100 = HF 
a 4735.0000 
4781.0100 4300.0401 i 
a 4 ats 4300.0609 
4733.0000 Ai82010) 4785.0000 


Rewireable cord connectors feature cabled entry, screw terminals, 65°C operating temperature (except mfg. 
part nos. 4781.0000 and 4784.0000, which are rated at 120°C). Rated 10A/15A, 250V. UL recognized, CSA 
certified, VDE approved. 


Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Cable Mount, IEC C13, Right Angle, Rewireable, 10mm Max OD 
@ 4785.0100 Receptacle 15A Screw 84K0314 9.00 
> CONTINUED > 
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POWER ENTRY MODULES 
AC APPLIANCE PLUG MATES (CONT.) AC POWER INLET RECEPTACLES — IEC 320 @ 
Current Termination Price Each multicomp 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ Rolls 
Cable Mount, IEC C13, Right Angle, Rewireable, 8.5mm Max OD —= Gee tinoiat 
@ 4300.0609 Receptacle 10A Screw 91F7170 12.26 
@ 4785.0000 Receptacle 15A Screw 84K0313 9.00 
Cable Mount, IEC C13, Straight, Rewireable, 10mm Max OD 
@ 4782.0100 Receptacle 15A Screw 84K0310 7.50 
Cable Mount, IEC C13, Straight, Rewireable, 8.5mm Max OD 
@ 4782.0000 Receptacle 10A Screw 84K0309 7.50 
Cable Mount, IEC C15, Right Angle, Rewireable, 10mm Max OD 
@ 4784.0100 Receptacle 15A Screw 84K0312 7.50 Snap-In Mount Screw-On Mount 
Cable Mount, IEC C15, Right Angle, Rewireable, 8.5mm Max OD AC power male inlet receptacles available in screw-on panel mounting style or with universal snap-in feature to 
a en a acetone 
Cable Mount, IEC C15, Straight, Rewireable, 10mm Max OD = Z : = 
@ 4781.0100 Recep! ee le 15A Screw 84K0308 6.75 Current Termination | Price Each 
Cable Mount, IEC C15, Straight, Rewireable, 8.5mm Max OD Mfg. Part No. Gender Rating Type STOCKING! 1-249+ 
© 471.0000 Receptacle 10A Screw 84K0307 3.15 Sabie Moult 
Cable Mount, IEC C19, Right Angle, Rewireable, 10mm Max OD @ co01532 Receptacle 108 Sore eer ee 
© 4790.1200 Receptacle 2A Screw 84K0318__| 12.78 SCO IS38 Plug dus SEN fSACT922 0g 
Cable Mount, IEC C19, Right Angle, Rewireable, 8mm Max OD @MCo01540 Receptacle 10K Sorel BSAGTS2y 0.74 
© 4790.1100 Receptacle 21A Screw 84K0317 5.90 Flange Mount 
Cable Mount, IEC C19, Straight, Rewireable, 8mm Max OD @ MC001534 Receptacle 15A Quick Connect 13AC7923 1.67 
@ 4795.0000 Receptacle 16A Screw 34K0319 12.04 @ MC001538 Receptacle 15A Solder 13AC7927 1.41 
Cable Mount, IEC Plug E, Right Angle, Rewireable, 10mm Max OD Panel Mount 
© 4736.0000 Plug 15A Screw 4K0305 9.04 @ MC001537 Receptacle 10A ou Connect 13AC7926 1.93 
Cable Mount, IEC Plug E, Right Angle, Rewireable, 8.5mm Max OD Sethe Plug 128 Quick Connect HSBC7920 gst 
© 4733.0000 Plug 10A Screw 84K0303 11.25 @ MC001535 Receptacle 15A Quick Connect 13AC7924 = 
Cable Mount, IEC Plug E, Right Angle, Rewireable from 4 directions, 8.5mm Max OD SMCOOTs Receptacle = eoee NEES) Oz 
© 4300.0401 Plug 0A Screw 39F5331 12.27 Panel Mount, 0.8 x 2.0mm Fuse 
Cable Mount, IEC Plug E, Straight, Rewireable, 10mm Max OD @ MC001539 Plug 10A Quick Connect 13AC7928 2.78 
© 47350000 Plug 10A Screw 8ak0304 | 11.69 Panel Mount, 1/4” Fuse 
Cable Mount, IEC Plug E, Straight, Rewireable, 8.5mm Max OD @ MC001536 Plug 10A Quick Connect nsAG7325 0.95 
@ 4732.0000 Plug 10A Screw 84K0302 40.50 PIM_15926 
Cable Mount, IEC Plug I, Right Angle, Rewireable, 10mm Max OD 
@ 4789.1200 Plug 21A Screw 84K0316 14.51 SR SERIES POWER INLET CONNECTORS 
Cable Mount, IEC Plug I, Straight, Rewireable, 8mm Max OD = TE 
@ 4796.0000 Plug 16A Screw 84K0320 13.66 eaciel 
Panel Mount, IEC Appliance Outlet F, Screw-On Mounting AUTHORIZED DISTRIBUTOR 
@ 4787.1000 Receptacle 10A Solder 9105945 3.08 is: ANY G 
Panel Mount, IEC Appliance Outlet F, Snap-In Mounting 
@ 4788.4000 Receptacle 10A Solder 9105946 2.70 Pot nt 
Cord Retaining Kit Avallable 
For Use Price Each 
Mfg. Part No. Type With Stock No.| 1-1-9 _ 
@ 4700.0006 | Cord Retaining Kit] 4735 Series Connectors with 4721 & 6600) 3905362 5.91 
Series Inlets 
PIM_7492 
Insulator material is thermoplastic, rated UL-V-2 flame class. Prongs are solid brass, nickel-plated. Terminals 
are tin-plated brass. Rated 250VAC. UL recognized, CSA certified. VDE and SEV approved. SEMKO approved 
Panel Mount Plug Coupler Adapter except mfg. part nos. 6ESRF-3 and 6ESRFC3.”M” in mfg. part no. indicates pin contacts, “F” indicates socket 
Screw-on panel mounting from front or rear-side. contacts. 
Price Each Current Termination Price Each 
Mfg. Part No. Convert From Convert To Stock No. 1-9+ Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
16 A, 250 V Flange Mount 
@ 4730.0100 IEC 60320 C20 IEC 60320 J 84K0301 ese @ GESRF-3 Receptacle 15A Quick Connect 87F1822 415 
PIM_5511524 @ GESRM-3 Plug 15A Quick Connect 87F1824 3.04 
Panel Mount 
Power Cords @ GESRFC3 Receptacle 15A Quick Connect 87F1823 3.58 
Cable Price Each @ 6ESRMC2 Plug 15A Quick Connect 87F1825 322) 
Length “=a PIM_7336 
Mfg. Part No. ConnectorA | Connector B | Imperial Color Stock No. 1-9+ 
SJT 
© 60091315 | 1EC 60320013 | NEMAS-16P | it Black] 84K0325 | 976 AC POWER INLETS @ @) Gepiinpiat 
@ 6009.5195 IEC 60320 C19 | NEMA5-15P 8ft Black 85K8296 29.67 
SJT, Hospital Grade 
@ 4300.0920 IEC 60320 C13 | NEMA5-15P 10ft Transparent | 84K5705 10.17 Volex 
PIM_5511523 


IEC 60320-C14 Inlet (Screw) IEC 60320-C14 Fused Inlet IEC 60320-C20 Inlet (Screw) IEC 60320-C13 Receptacle 
(Snap-in) (Snap-In) 


AC Power inlets available in multiple IEC 60320 configurations, ratings, and mounting styles. All inlets listed are 
UL listed, CSA certified and VDE approved. 
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AC POWER INLETS (CONT.) 


Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-24+ 

Panel Mount, Screw-In, IEC 60320-C14, Black 

@ 17252A0 B1 Plug 15A Quick Connec 45P4893 2.68 
Panel Mount, Screw-In, IEC 60320-C14, Blue 

@ IN-VAC14KS-001 Plug 10A Quick Connec 46M3013 ab23) 
Panel Mount, Screw-In, IEC 60320-C20, Blue 

@ IN-VAC20KS-001 Plug 16A Quick Connec 46M3014 0.93 
Panel Mount, Snap-In, Fused, IEC 60320-C14, Blue 

@ IN-RF2004V-001 Plug 10A Quick Connec 46M3011 3.30 
Panel Mount, Snap-In, IEC 60320-C13, Blue 

@ IN-VAC13KI-001 Receptacle 10A Quick Connec 89M4471 1.02 
PIM_6184 


AC POWER OUTLET RECEPTACLE - NEMA 5-15R, 
5-20RT-SLOT ss 


Qualtek 


Electronics Corp. 
RoHS 
Compliant 
Available 


NEMA 5-20RT-Slot accepts NEMA 5-15P, 5-20P plug styles. AC power snap-in outlet receptacles. Maximum 
rating: 15A/125VAC. UL listed, CSA certified. 
Current Price Each 
Mfg. Part No. Gender Rating Stock No. 1-9+ 
NEMA 5-15R Power Outlet 
@ 739W-X2/04 Receptacle 10A 88F4550 2.25 
@ 739W-X2/03 Receptacle 15A 17B7202 1.81 
@ 739W-X2/40 Receptacle 15A 02P5425 1.13 
NEMA 5-15R Power Outlet, UL94V-0 
@ 738W-X2/03 Receptacle 15A 17B7198 1.64 
NEMA 5-15R Tamper Resistant Power Outlet 
@ 739W-X2/45 Receptacle 15A 41Y0476 1.73 
NEMA 5-20R Power Outlet 
@ 739W-X2/20 Receptacle 20A 3000655 1.94 
PIM_16528 


AC POWER OUTLET RECEPTACLES — IEC 320 
—$——— 


Qualtek 


Electronics Corp. 


RoHS _ 
Compliant 
Available 


Snap-In Mount ‘Screw Mount 
AC power female outlet receptacles available in screw mount style or with universal snap-in feature to fit 0.0315” 
(0.8) to 0.0787” (2.0) panel thickness. Choose solder tab terminals or 0.250” (6.35) quick-disconnect terminals. 
Maximum rating: 15A/250VAC. Complies with international safety regulations. UL listed, CSA certified, VDE 
approved at 10A/250VAC, DEMKO, SETI, NEMKO, SEMKO, and SEV approved. 
Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 

Panel Mount, Screw-In 

@ 710W-00/03 Receptacle 15A Quick Connect 17B6888 1.61 

@ 710W-00/01 Receptacle 15A Solder 17B6886 1.61 

Panel Mount, Snap-In 

@ 716W-X2/03 Receptacle 15A Quick Connect 3000648 1.61 

@ 716W-X2/01 Receptacle 15A Solder 17B6936 1.20 
PIM_15930 
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ELECTRICAL CONNECTOR PRODUCTS 
POWER ENTRY MODULES 


AC POWER OUTLET INLETS - IEC320-C14 


Qualtek 


Electronics Corp. 


703W Screw Mount 


703W Angled PCB 


RoHS — 
Compliant 
Available 


IEC 320-C14- panel mount and PBC power inlets. Maximum rating: 15A/250VAC. UL listed, CSA certified. 


701W-X2/02, 701W- 
X2/03, 701W-X2/04 


701W-15/21, 701W- 
15/26, 701W-15/31 


Current Price Each 
Mfg. Part No. Gender Rating Stock No. 1-9+ 

Angled PCB Mount, 7mm Flat Pin 

@ 703W/00/53 Plug 15A 42M3608 1.60 
Angled PCB Mount, 7mm Round Pin 

@ 703W-00/52 Plug 15A 17B6852 1.50 
Angled PCB Mount, 9mm Flat Pin 

@ 703W-00/54 Plug 15A 17B6854 1.94 
Counter Sunk Screw Mount, 0.187 QD / Solder 

@ 703W-00/07 Plug 15A 17B6841 1.39 
Counter Sunk Screw Mount, 0.250 QD 

@ 703W-00/08 Plug 15A 17B6842 1.39 
Counter Sunk Screw Mount, Solder Tab 

@ 703W-00/06 Plug 15A 17B6840 0.76 
Screw Mount, 0.187 QD / Solder 

@ 703W-00/03 Plug 15A 16P2517 1.39 
Screw Mount, 0.250 QD 

@ 703W-00/04 Plug 15A 17B6838 0.76 
Screw Mount, Solder Tab 

@ 703W-00/02 Plug 15A 92B8311 1.39 
Snap-In Mount, 0.187 QD / Solder 

@ 701W-X2/03 Plug 15A 17B6788 1.63 
@ 701W-15/26 Plug 15A 17B6804 lee 
Snap-In Mount, 0.250 QD 

@ 701W-X2/04 Plug 15A 17B6789 is 
@ 701W-15/31 Plug 15A 17B6805 1.49 
Snap-In Mount, Solder Tab 

@ 701W-X2/02 Plug 15A 17B6787 1.49 
@ 701W-15/21 Plug 15A 17B6803 1.12 
PIM_5697838 


AC POWER LINE APPLIANCE INLETS/OUTLETS [5] SCHURTER 


ELECTRONIC COMPONENTS 


6100.3 


RoHS _ 
Compliant 
Available 


6600.4 
6110.4 


Panel-mount inlets are 10A/15A, 250V according to IEC 320. 6100 series has 70°C operating temperature for 
“cold” conditions. 6110 series has 120° operating temperature for “hot” conditions. Suffix “.21” corresponds to 


the version with V-Lock mating cordset. The connector is equipped with a notch intended for use with the latching 
cordset. The cord latching system prevents against accidental removal of the cordset. Snap-in types for other 
panel thicknesses, and 6100 series inlets with medical or standard filters are also available; go online or call . 
Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Panel Mount, Appliance Outlet F, Screw-on Mounting 
@ 6600.3100 Receptacle | 15A [ Solder 90F2632 2.57 
Panel Mount, Appliance Outlet F, Screw-on Mounting, 4.8mm QC 
@ 6600.3200 Receptacle 15A [ Quick Connect 84K0329 2.57 
Panel Mount, Appliance Outlet F, Screw-on Mounting, 4.8mm QC, with Cord Latch 
@ 6600.3200.21 Receptacle | 10A [ Quick Connect 7270850 2.50 
Panel Mount, Appliance Outlet F, Screw-on Mounting, 6.3mm QC 
@ 6600.3300 Receptacle 15A Quick Connect 84K0330 2.57 
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ELECTRICAL CONNECTOR PRODUCTS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


AC POWER LINE APPLIANCE INLETS/OUTLETS (CONT.) DISTRIBUTION UNITS WITH IEC C14 INLET AND APPLIANCE OUTLET F 
Current Termination Price Each (CONT.) 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ Current Termination Price Each 
Panel Mount, Appliance Outlet F, Screw-on Mounting, 6.3mm QC, with Cord Latch Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
@ 6600.3300.21 Receptacle 10A Quick Connect 7270851 2.50 Panel Mount 
Panel Mount, Appliance Outlet F, Screw-on Mounting, with Cord Latch @ 4300.0301 Plug, Receptacle 10A Quick Connect 88K2149 5.24 
@ 6600.3100.21 Receptacle 10A Solder 7270849 2.19 Panel Mount, with Internal Connection Between Ground Terminals 
Panel Mount, Appliance Outlet F, Snap-in Mounting, 1.5mm Panel Thickness @ 4300.0303 Plug, Receptacle 10A Quick Connect | 92F3536 = 
@ 6600.4115.21 Receptacle 10A Solder 7270852 1.39 PIM_7491 
Panel Mount, Appliance Outlet F, Snap-in Mounting, 1.5mm Panel Thickness, 6.3mm QC 
@ 6600.4315 Receptacle 15A Quick Connect 84K0331 2.48 HIGH-CURRENT IEC C20 APPLIANCE INLETS 
Panel Mount, Appliance Outlet F, Snap-in Mounting, 1.5mm Panel Thickness, 6.3mm QC, with EI ‘SCHURTER 
Cord Latch ELECTRONIC COMPONENTS 
© 6600.4315.21 Receptacle 10A Quick Connec 4771800 2.50 Gee iinoiat 
Panel Mount, Appliance Outlet F, Snap-in Mounting, 2.5mm Panel Thickness, 6.3mm QC eran 
© 600.4325 Receptacle 10A Quick Connec 248567 1.88 Al G 
Panel Mount, Appliance Outlet F, Snap-in Mounting, 2.5mm Panel Thickness, 6.3mm QC, with 
Cord Latch 
@ 6600.4325.21 Receptacle 10A Quick Connec' 7270854 2.19 
Panel Mount, Appliance Outlet F, Snap-in Mounting, 2mm Panel Thickness, 6.3mm QC 4798 igs 
@ 6600.4320 Receptacle 10A Quick Connect 92B7186 1.04 Big? 
Panel Mount, Appliance Outlet F, Snap-in Mounting, 2mm Panel Thickness, 6.3mm QC, with 4798 series high-current AC inlets have a rating of 16A/20A @ 250VAC, and a 70°C operating temperature 
Cord Latch according to IEC 320. 4798 series inlets are also available with standard or medical filters; go online or call. 
@ 6600.4320.21 Receptacle 10A Quick Connect 7270853 2.19 4793 series appliance inlets have a rating of 20A @ 250VAC and a 70°C operating temperature. Suffix “.21” 
Panel Mount, C14 Inlet, Screw-on Mounting corresponds to the version with V-Lock mating cordset. The connector is equipped with a notch intended for 
use with the latching cordset. The cord latching system prevents against accidental removal of the cordset. UL 
© 6100.3100 Plug 15A Solder 89F5319 1.90 recognized, CSA certified, VDE approved. 
Panel Mount, C14 Inlet, Screw-on Mounting, 4.8mm QC ri 
g = : Current Termination Price Each 
@ 6100.3200 Plug 15A Quick Connec' 84K0326 1.90 Mfg. Part No. Gender Rating Type Stock No. 1-94 
Panel Mount, C14 Inlet, Screw-on Mounting, 6.3mm QC Panel Mount, Screw-on Mounting 
© 6100.3300 Plug IBA Quick Conned CUE 1.44 © 4798.9000 Plug 16A Quick Connect 84K0321 2.81 
Panel Mount, C14 Inlet, Snap-in Mounting, 1.2mm Panel Thickness © 4798.9200 Plug 16A Solder 84K0322 281 
© 6100.4112 Plug 10.A Solder AEE 1.44 Panel Mount, Screw-on Mounting, With Cordset Latch 
Panel Mount, C14 Inlet, Snap-in Mounting, 1.2mm Panel Thickness, 6.3mm QC © 4798.9000.21 Plug 16A Quick Connect 7270847 a 
@ 6100.4312 Plug 10A Quick Connec' 96B1017 0.63 @ 4798.9200.21 Plug 16A Solder 7270848 = 
Panel Mount, C14 Inlet, ee Mounting, 1.5mm Panel Thickness Panel Mount, Snap-in Mounting 
© 6100.4115 ug 154 Sold eoesaz2 1.90 © 4793.4000 Plug 16A Quick Connect | _ 88K2163 1.23 
Panel Mount, C14 Inlet, Snap-in Mounting, 1.5mm Panel Thickness, 4.8mm QC @ 4793.4200 Plug 16A Solder 88K1412 281 
© 610.4215 P ug - 15A Quick Gonned 89h5323 1.90 Panel Mount, Snap-in Mounting, With Cordset Latch 
Panel Mount, C14 Inlet, Snap-in Mounting, 1.5mm Panel Thickness, 6.3mm QC @ 4793.4000.21 Plug 16A Quick Connect 7270843 3.09 
@ 6100.4315 Plug 15A Quick Connec' 89F5324 1.90 PCB Mount, Screw-on Mounting Rear Side 
Panel Mount, C14 Inlet, Snap-in Mounting, 2.5mm Panel Thickness, 6.3mm QC © 6163.0018 Plug 16A Quick Connect 23M2115 272 
@ 6100.4325 Plug 10A Quick Connec' 24B393 1.90 PIM_7597 
Panel Mount, C14 Inlet, Snap-in Mounting, 2mm Panel Thickness _ 
© 6100.4120 Plug 10A Solder 3205244 0.57 
Panel Mount, C14 Inlet, Snap-in Mounting, 2mm Panel Thickness, 6.3mm QC AC APPLIANCE INLET AND OUTLET El. SCHURTER 
@ 6100.4320 Plug 10A Quick Connect 88F6400 1.44 ELECTRONIC COMPONENTS 
Panel Mount, C14 Inlet, Snap-in Mounting, 3mm Panel Thickness, 6.3mm QC Gee tinoiat 
@ 6100.4330 Plug 10A Quick Connec 3205247 1.44 Available 
Panel Mount, C16 Inlet, Screw-on Mounting, 4.8mm QC AL @ 
@ 6110.3200 Plug 15A Quick Connec' 89F5306 2.35 
Panel Mount, C16 Inlet, Screw-on Mounting, 6.3mm QC 
@ 6110.3300 PI ug : 15A Quick Cones 89F5307 2.35 4724.0000 Outlet aan beanie 
Panel Mount, C16 Inlet, Snap-in Mounting, 1.5mm Panel Thickness : : : . : F : 
Mfg. part no. 4300.0098 low-current appliance inlet with snap-in mounting from front. Solder terminals for wires 
@ 6110.4115 Plug 15A Solder 89F5308 2.35 are tin-plated copper alloy. Black thermoplastic PBT socket, rated UL 94V-0. Pin temperature: 70°C. Rated: 
Panel Mount, C16 Inlet, Snap-in Mounting, 2.5mm Panel Thickness 2.5A, 250VAC. Panel thickness: 0.8-1.2mm. UL recognized, CSA certified, VDE approved, SEV Approved, 
y PI 15A Sold 89F5309 SEMKO approved. Mfg. part no. 4721.0000 flanged appliance outlet with screw-on mounting from front. Quick- 
eoiiacls “g = 205 connect terminals, 6.3 x 0.8mm. Shuttered design features mechanical covers over the L and N contacts that 
PIM_7488 


DISTRIBUTION UNITS WITH IEC C14 INLET AND [Ej | 
APPLIANCE OUTLET F ELSCHURTER 


Features: 

© Appliance Inlet / Appliance Outlet: C14 according to 
IEC/EN 60320-1, F according to IEC/EN 60320-2-2 

@ Panel Mount: Snap-in version from front side 

@ 2 Functions: Appliance Inlet, Connector, Pin tempera- 
ture 70 °C, Protection class | 

© Qualified for use in equipment according IEC/EN 

60950 

Ratings IEC: 10 A/ 250 VAC; 50 Hz 

Ratings UL/CSA: 10 A/ 125 VAC; 60 Hz 

Operation Temp. Range: -25 °C to 70 °C. 

Panel Thickness: 0.8 mm to 2mm 

© Quick connect terminals 4.8 x 0.8 mm 

Inlet/outlet combinations for snap-in panel mounting 

according to IEC 320. Rated 10A/250V. Panel thickness: 0.8-2mm. Mfg. part no. 4300.0303 has internal 

connection between ground terminals. UL recognized, CSA certified, VDE approved. 


ELECTRONIC COMPONENTS 


RoHS 

Compliant 

Available 
Wig 
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offer protection against electrical shock and dust into the outlet when a plug is not inserted. Black thermoplastic 
socket and shutters, rated UL 94V-0. Rated: 10A, 250VAC. Pin temperature: 70°C. UL recognized, VDE 
approved. 


Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Panel Mount, IEC Appliance Inlet C8, Snap-in Mounting Front Side 
@ 4300.0098 Plug 25A Solder 04M4738 cs 
Panel Mount, IEC Appliance Outlet F, Shuttered, Screw-on Mounting Front Side 
@ 4721.0000 Receptacle 10A Quick Connect 88K2162 5.67 
PIM_80122 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


APPLIANCE COUPLER ACCESSORIES E.SCHURTER 


ELECTRONIC COMPONENTS 


RoHS _ 
Compliant 
Available 


Insulating cover protects the terminals of appliance couplers against unintentional contact. Constructed of 
flexible thermoplastic. Easily mounted from the rear to the corresponding appliance couplers. Rated UL 94V-0. 
Color: black. 


ELECTRICAL CONNECTOR PRODUCTS 


POWER ENTRY MODULES 


KEA SERIES IEC C14 APPLIANCE INLETS 
WITH 1- AND 2-POLE 
FUSEHOLDERS/ 
SWITCHES 


E.SCHURTER 


ELECTRONIC COMPONENTS 


RoHS — 

Compliant 

Available 
WE 
KEA Series without Voltage Selector 


KEA series units have 0.187 x 0.032” (4.75 x 0.813) quick-connect terminals. Allowable ambient air 
temperatures: -25°C to 70°C. Standard line filter with leakage rating < 0.5mA (250V/60Hz). Cases and fuse 
drawers ordered separately; go online or call. UL recognized, CSA certified, VDE approved. Fuses available 


For Use Price Each on pages 1408-1463. 
Mfg. Part No. Type With Stock No. 1-9+ 7 
= lastic B Current Termination Price Each 
ermoplasue. Bo y Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
@ 0859.0048 Insulating Cover 6100, 6102 84K0260 1.53 Panel Mount, 1-Pole, Screw-on Mounting 
0859.00 [Insulating Cover ay 3204022) EAA © 4301.0521 Plug 10A Quick Connec 2389901 2.44 
@ 0859.0109 | Insulating Cover CG, KG, EF11 88K2088 5.07 Panel Mount, 1-Pole, Snap-in Mounting, 1.5mm Panel 
@ 0859.0074 | Insulating Cover KD, 6145 84K0332 6.64 @ 4301.0522 Plug 140A Quick Connec 50H2367 214 
@ 0859.0047 | Insulating Cover | KEA (without KEA-Print) KEB | 6200, 6202, 6205, | 84K0259 2.69 Panel Mount, 2-Pole, Screw-on Mounting 
6220, 6600, 472X - - - 
© 0859.0075 | insulating Cover KEB Il, KFB Il 02c7041| 2.93 SAT O0 lug we Sulck Gonmiee os0268 EES 
@ 4301.3201 Plug 10A Through Hole 23B9978 6.08 
PIM SeONs Panel Mount, 2-Pole, Screw-on Mounting, Voltage Selector 
@ 4301.2041 Plug 10A Quick Connec 84K0274 4.29 
AC POWER INLET RECEPTACLES WITH FUSEHOLDER Panel Mount, 2-Pole, Snap-in Mounting, 1.5mm Panel 
— IEC 320 Ua | te k © 4301.0502 Plug 40A Quick Conned 84K0270 5.36 
Electronics Corp. Panel Mount, 2-Pole, Snap-in Mounting, 2.5mm Panel 
RoHS _ @ 4301.0504 Plug 10A Quick Connec 84K0271 5.53 
Gee einsiat Panel Mount, 2-Pole, Snap-In Mounting, Voltage Selector 
A 7) @ 4301.2042 Plug 10A Quick Connec 84K0275 6.98 
Fuse Drawers For Use With Power Entry Modules 
For Use Price Each 
Mfg. Part No. Type With Stock No.|  1-1-9+ 
@ 4301.1401 Fuse Drawer, Fingergrip, }DD11, 12, 21, 22, KEA, KFA, KMF | 50F2871 5.40 
2-Pole 
@ 4301.1413 Fuse Drawer, Fingergrip, }DD11, 12, 21, 22, KEA, KFA, KMF | 50F2872 7.09 
shins Maukk Staak Neutral Side Shorting bar 
ied ; ; Se a2 ; ; © 4301.1014.08 Fuse Drawer, Fingergrip, | DD11, 12, 21, 22, KEA, KFA, KMF| 50F2873 | 8.13 
AC power male inlet receptacles with a fuse holder for single fuse. Available with snap-in feature or in screw Voltage Selector 
mount style. Choose solder tab terminals or 0.250" (6.35) quick-disconnect terminals. Maximum rating: : : = 
10A/250VAC. Complies with international safety regulations. UL listed, CSA certified, VDE approved, SEMKO --@ 4301.1405 | Fuse Drawer, Fingergrip, | DD11, 12, 21, 22, KEA, KFA, KMF | 84K0272 | 3.14 
approved, SEV approved. 1-Pole 
5 @ 4301.1407 Fuse Drawer, Extra-Safe, }DD11, 12, 21, 22, KEA, KFA, KMF | 84K0273 3.14 
Current Termination Price Each 1-Pole 
Mfg. Part No. Gender Rating Type Stock No. ine @ 43011403 [Fuse Drawer, Extra-Safe,|DD11, 12, 21, 22, KEA, KFA, KMF| 96F8302| 5.40 
Panel Mount 2-Pole 
@ 719W-00/03 Receptacle 10A Quick Connect 17B6978 1.70 @ 4301.1409 Fuse Drawer, Fingergrip, }DD11, 12, 21, 22, KEA, KFA, KMF | 99F9959 2.04 
@ 723W-X2/03 Plug 10A Quick Connect 17B7018 307 Spare Fuse Case 
Panel Mount, Screw-on Mounting PIM_174553 
@ 719W-00/04 Plug 10A Quick Connect 17B6979 2.90 
© 719W-00102 Plug 10A Solder 1786977 290 DC11SERIESIEC APPLIANCE INLETC140R [| SCHURTER 
Panel Mount, Snap-in Mounting C18 WITH LINE SWITCH ELECTRONIC COMPONENTS 
@ 723W-X2/04 Plug 10A Quick Connect 17B7019 3.27 RoHS 
© 723W-X2/02 Plug 10A Solder 42M3610 2.25 r Geeeinpian 
PIM_15927 


6220 SERIES IEC C14 AC APPLIANCE INLETS 
WITH 2-POLE FUSEHOLDER ELSCHURTER 


6220 series AC appliance inlets with 2-pole shock- 
safe fuseholder for 5 x 20mm fuses. Screw-on panel 
mount version in choice of terminal style: solder, 3.5 
x 0.8mm or quick-connect , 4.8 x 0.8mm. Snap-in 
panel mount version with quick-connect terminals, 
4.8 x 0.8mm. All inlets have internal connections. 
Black thermoplastic housing, rated UL 94V-0. Pin 
temperature: 70°C. Rated: 250 VAC; 10A. Panel 
thickness: 8mm max for screw-on units, 1.5mm for 
snap-in model. Allowable ambient air temperature: 
-25°C to +70°C. UL recognized, CSA certified, VDE 
approved, SEMKO approved. 


ELECTRONIC COMPONENTS 


GepEinpen 
Available 


Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 

Panel Mount, Screw-On Mounting 

@ 6220.2300 Plug 10A Quick Connect 92B9162 7.01 
@ 6220.2100 Plug 10A Solder 91B9517 9.36 
Panel Mount, Snap-In Mounting 

@ 6220.5315 Plug 10A Quick Connect 24B502 12.41 
PIM_80126 


1.800.463.9275 © newark.com 


@© 
Ku 


Screw-On Mount Snap-In Mount 


@ All single elements are already wired EN 60950 
® Qualified for use in equipment according to IEC/ © Inrush current 100A, 3-4mS max. 


Rated voltage: 125/250VAC. Rated current: 10A @ 250VAC (ENEC); 10A @ 125/250VAC (UL, CSA). 4.8 x 
0.8mm quick-connect terminals. Appliance-inlet according to IEC/EN 60320-1/C20, Protection Class |. Pin 
temperature: 70°C (cold condition). Line-switch (rocker switch): 1- or 2-pole, non-illuminated or illuminated 
according to IEC/EN61058-1. Suffix “.21” corresponds to the version with V-Lock mating cordset. The 
connector is equipped with a notch intended for use with the latching cordset. The cord latching system prevents 


against accidental removal of the cordset.UL recognized, ENEC 10 approved. 
Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Panel Mount, Screw-on Mounting, 1-Pole 
@ DC11.0001.003 Plug 12A Quick Connect 86H4240 12.46 
Panel Mount, Screw-on Mounting, 2-Pole 
@ DC11.0001.001 Plug 12A Quick Connect 86H3441 13.12 
Panel Mount, Screw-on Mounting, 2-Pole, Green illumination 
@ DC11.0031.001 Plug 10A Quick Connect 88K1892 17.76 
> CONTINUED > 
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ELECTRICAL CONNECTOR PRODUCTS 
POWER ENTRY MODULES 


DC11 SERIES IEC APPLIANCE INLET C14 OR C18 WITH LINE SWITCH 
(CONT.) 


Current Termination Price Each 

Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Panel Mount, Snap-in Mounting, 1-Pole 
@ DC11.0001.203 Plug 10A Quick Connect 88K1891 9.45 
Panel Mount, Snap-in Mounting, 2-Pole, Green illumination 
@ DC11.0031.201 Plug 10A Quick Connect 88K1072 13.46 
Panel Mount, Snap-in Mounting, 2-Pole, Green illumination, Cord Latch 
@ DC11.0031.201.21 Plug 12A Quick Connect 7270837 eas 
PIM_84661 


IEC C14 APPLIANCE INLET WITH 


FUSEHOLDER, 1- AND 2-POLE E.SCHURTER 


ELECTRONIC COMPONENTS 


GSF 1 GSF 2 Front GSF 2 Back 


GeRiin a 
Compliant 
Available 
© 
WG 


4707 


Mfg. part no. 6200 1-pole Class | inlets are screw-on or snap-in front panel mountable and feature shock-safe 
5 x 20mm fuseholder with spare fuse compartment. Choice of solder or quick connect terminals. All single 
elements are already wired. UL recognized, CSA certified, VDE approved. Fuses available separately; go online 
or call. Suffix “.21” corresponds to the version with V-Lock mating cordset. The connector is equipped with a 
notch intended for use with the latching cordset. The cord latching system prevents against accidental removal 
of the cordset. 6220 series 2-pole versions are also available; go online or call. 


Mfg. part no. GSF 1- or 2-pole Class | or Il inlets are snap-in front panel mountable and feature shock-safe 5 
x 20mm fuseholder. Choice of solder or quick connect terminals. Two “locking” snappers reinforce connector 
against repeated or excessive pull out force during plug removal. 


Mfg. part no. 4707 1- or 2-pole Class | or Il inlets are screw-on front or rear panel mountable and feature 
shock-safe 5 x 20mm fuseholder. It can be configured as an IEC C14 or C18 appliance inlet. Choice of solder 


or quick connect terminals. 
Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 

Panel Mount, 1-Pole, Screw-on Mounting, 4.8mm QC, Spare Fuse Compartment 

@ 6200.2200 Plug 10A Quick Connect 84K0328 5.58 
Panel Mount, 1-Pole, Screw-on Mounting, 6.3mm QC 

@ 4707.1000 Plug 10A Quick Connect 84K0299 17.84 
Panel Mount, 1-Pole, Screw-on Mounting, 6.3mm QC, Spare Fuse Compartment 

@ 6200.2300 Plug 10A Quick Connect 89F5312 3.15 
Panel Mount, 1-Pole, Screw-on Mounting, Spare Fuse Compartment 

@ 6200.2100 Plug 10A Solder 89F5310 3.15 
Panel Mount, 1-Pole, Snap-in Mounting, 4.8mm QC 

@ GSF2.1011.01 Plug 10A Quick Connect 91F7171 4.20 
Panel Mount, 1-Pole, Snap-in Mounting, 4.8mm QC, Spare Fuse Compartment 

@ 6200.4215 Plug 10A Quick Connect 89F5314 1.84 
Panel Mount, 1-Pole, Snap-in Mounting, 6.3mm QC, Spare Fuse Compartment 

@ 6200.4315 Plug 10A Quick Connect 89F5315 5.58 
Panel Mount, 1-Pole, Snap-in Mounting, Spare Fuse Compartment 

@ 6200.4115 Plug 10A Solder 89F5313 5.58 
Panel Mount, 2-Pole, Screw-on Mounting, 6.3mm QC 

@ 4707.2000 Plug 10A Quick Connect 84K0300 23.68 
Panel Mount, 2-Pole, Snap-in Mounting, 4.8mm QC 

@ GSF2.2011.01 Plug 10A Quick Connect 93K7578 6.92 
PCB Mount, 1-Pole, Snap-in Mounting 

@ GSF1.1212.31 Plug 10A Through Hole 88K1106 axa 
PCB Mount, 2-Pole, Snap-in Mounting 

@ GSF1.2212.31 Plug 10A Through Hole 92F3541 — 
PIM_7489 
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@ Indicates RoHS Compliant 4] Find Datasheets Online 


CORCOM J SERIES POWER ENTRY MODULES — VOLTAGE 
SELECTING AND FUSED 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


FUSE COVER DOOR SHOWN IN OPEN POSITION 


Panel Cutout 


J series power entry modules combine internationally-approved IEC connector, unique 2- or 4-voltage selection 
card and fusheholder. Compact snap-in design. Rated current: 6A. Operating voltages: 115, 230VAC; 100, 120, 
220, 240VAC. All models accept 1/4” x 1-1/4” fuses (not included). UL recognized, CSA certified. 
Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 

Panel Mount, General Purpose, Filtered 

@ 6/4 Plug 6A Solder 52K4536 67.68 

Panel Mount, General Purpose, Filtered, 2 Voltage Selections 

@ 64-2 Receptacle 6A Solder 50F8892 72.59 

Panel Mount, Non-Filtered 

@6v1 Plug 6A Solder 52K3908 44.88 
PIM_7284 


MULTIFUNCTION AC POWER OUTLET MODULES 


Qualtek 


Electronics Corp. 


761-18/003 762-18/002 


763-00/001 
RoHS _ 
Compliant 
Available 


764-00/002 764-00/003 


AC power outlet modules feature an IEC male power inlet, fuse holder, and voltage selector or power switch or 
both. Snap-in or screw mount styles available. Choose solder tab terminals or 0.250” (6.35) quick-disconnect 
terminals. Durable plastic or metal housings. Maximum rating: 6A/250VAC. UL listed, CSA certified, VDE 
approved at 10A/250VAC. 


Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 

Panel Mount, Double Fuseholder Modules - C14, Plastic, DPST, 5x20mm Fuse 

@ 764-00/002 Plug 10A Solder 17B7295 13.54 
Panel Mount, Double Fuseholder Modules - C14, Plastic, DPST, 5x20mm Fuse, Voltage 
Selector 

@ 764-00/003 Plug 10A Solder 17B7296 18.46 
Panel Mount, Double Fuseholder Modules - C14, Plastic, DPST, 5x20mm or 6.3x32mm Fuse, 
Voltage Selector 

@ 763-00/001 Plug 10A Solder 17B7293 13.11 
Panel Mount, Single Fuseholder Modules - C14, Metal, DPST 

@ 762-18/003 Plug 10A Quick Connect 17B7290 24.25 
Panel Mount, Single Fuseholder Modules - C14, Metal, SPST 

@ 762-18/002 Plug 6A Quick Connect 17B7289 17.20 
Panel Mount, Single Fuseholder Modules - C14, Plastic, DPST 

@ 761-18/004 Plug 10A Solder 17B7287 11.30 
Panel Mount, Single Fuseholder Modules - C14, Plastic, SPST 

@ 761-18/003 Plug 10A Solder 17B7286 10.53 
PIM_16529 
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ELECTRICAL CONNECTOR PRODUCTS 


POWER ENTRY MODULES 
CORCOM C SERIES POWER ENTRY MODULES 6135, 6136 SERIES IEC APPLIANCE INLET WITH CIRCUIT BREAKER (CONT.) 
— TE Current Termination Price Each 
bates Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
AUTHORIZED DISTRIBUTOR Panel Mount, C20, Non-illuminated, 1-Pole, 20 A 
Gepiinyan @ 6136.CFTBF200C0.0210 Plug 20A [| Quick Connect [ 09R9889 | 25.72 
Avaliable PIM_148477 
WE 
CORCOM M SERIES POWER ENTRY MODULES 


AUTHORIZED DISTRIBUTOR 


Snap-In Mount — Filtered 


SBiry ; 
Compliant 
Snap-In Mount — Unfiltered Screw-On Flange Mount Available 
C series 2-function power entry modules combine a double-insulated DPST switch and IEC 320 power line AY G 
connector. Compact size for smaller panel cutout. Terminals allow for easy connection to any wiring scheme. 

Mfg. part nos. 15CBS1 and 15CBE1 feature preconnected terminals from line to switch for reducing OEM 

wiring time. General-purpose filtered models have maximum leakage current, line-to-ground: 0.25mA @ —; 
120VAC, 0.40mA @ 250VAC. Hipot rating (1 minute): 2250VAC line-to-ground; 1450VDC line-to-line. Rated 


current: 10A @ 120VAC; 10A @ 250VAC. Rated voltage: 120/250VAC. Medical filtered model is designed 
specifically for health care applications and offers extremely low leakage current to comply with UL544, UL2601 M seri ti dules off t ts and filtering choices. The IEC Cf 
and CSA22.2 health care specifications for use with both patient and non-patient care equipment. All modules SSE DOWER ESI OGUIES QUEL IDEN POWE! ENUy COP ane Ht NENT GnOwes. Ne CONNECT. 
are UL recognized, CSA certified, VDE approved provides an internationally accepted power entry termination, which can be used with a variety of line cords. 
a : , Pe - Selectable fuse holder allows use of single or dual European fuses, or a single North American fuse (fuses 
Current Termination Price Each not included). Optional DPST on/off switch breaks both sides of the line and is labeled with international I/O 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ markings. The voltage selector permits changing transformer primary connections, and is available in 2- or 
: z 4-voltage configurations. Select from unfiltered and general-purpose, premium-grade or medical-grade RFI 
Flange Mount, Medical, Screw-On Flange Mount - filtered models to fit a specific application need. Wiring for all models is accomplished via 0.110" terminals. All 
@ 10CHE1 Plug 10A Quick Connec 99M1042 49.32 models feature a screw-on flange style mounting. Rated voltage (max.): 250VAC. UL recognized, CSA certified, 
Panel Mount, General Purpose, Screw-On Flange Mount VDE approved. 
@ 10CFE1 Plug 10A Quick Connec 52K4269 27.02 Current Termination Price Each 
@ 3CFE1 Plug 3A Quick Connec' 52K3897 19.05 Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
@ 6CFE1 Plug 6A Quick Connect 52K4531 20.30 Flange Mount, Screw-On, General Purpose, 1 Voltage Selection 
Panel Mount, General Purpose, Snap-In Mounting @ SEFM1 Plug 5A Quick Connect 52K3475 32.59 
@ 10CFS1 Plug 10A Quick Connec 52K4270 45.09 Flange Mount, Screw-On, General Purpose, 4 Voltage Selections 
@ 1CFS1 Plug 1A Quick Connec' 83F5803 23.36 @ SEFM4 Plug 5A Quick Connect 52K3476 41.32 
@ 3CFS1 Plug 3A Quick Connect 52K3898 21.23 Flange Mount, Screw-On, Medical, 1 Voltage Selection 
@6CFS1 Plug 6A Quick Connec' 52K4268 26.48 5EHM1 Plug 5A Quick Connect 54H4846 30.54 
Panel Mount, Unfiltered, Pre-Connected Terminals, Screw-On Flange Mount Flange Mount, Screw-On, Medical, 4 Voltage Selections 
@ 10CBE1 Plug 10A Quick Connec 5277142 9.57 @ SEHM4 Plug 5A Quick Connec 52K3314 37.49 
@ 15CBE1 Plug 15A Quick Connect 70R1611 9.99 Flange Mount, Screw-On, Non-Filtered, 2 Voltage Selections 
Panel Mount, Unfiltered, Pre-Connected Terminals, Snap-In Mounting @ 6VM2 Plug 6A Quick Connec! 52K3610 34.52 
@ 10CBS1 Plug 10A Quick Connec 17R4243 11.61 Flange Mount, Screw-On, Non-Filtered, 4 Voltage Selections 
@ 15CBS1 Plug 15A Quick Connect 70R1612 9.99 @ 6vM4 Plug 6A Quick Connec 52K3612 32.57 
Panel Mount, Unfiltered, Screw-On Flange Mount Panel Mount, Snap-In, General Purpose, 1 Voltage Selection 
@ 15CE1 Plug 15A Quick Connect 60R5552 11.67 @ SEFM1S Plug 5A Quick Connect 52K4314 34.57 
Panel Mount, Unfiltered, Snap-In Mounting Panel Mount, Snap-In, General Purpose, 4 Voltage Selections 
@10CS1 Plug 10A Quick Connec! 52K4530 10.55 @ SEFM4S Plug 5A Quick Connec' 52K4315 43.28 
@ 15CS1 Plug 15A Quick Connect 60R5553 ae Panel Mount, Snap-In, Medical, 1 Voltage Selection 
PIM_29270 @ SEHM1S Plug 5A Quick Connect 52K4276 39.15 
Panel Mount, Snap-In, Medical, 4 Voltage Selections 
@ 5EHM4S P 5A Quick C 52K4277 
6135, 6136 SERIES IEC APPLIANCE INLET WITH 5] SCHURTER _ ee ga 
CIRCUIT BREAKER J Panel Mount, Snap-In, Non-Filtered, 1 Voltage Selection 
Prenat renee Ghee an es @ 6VMIS Plug 6A Quick Connec 52K4313 29.34 
Soper Panel Mount, Snap-In, Non-Filtered, 2 Voltage Selections 
nen @ evM2s Plug 6A Quick Connec 52K3611 36.72 
A \Y us Panel Mount, Snap-In, Non-Filtered, 4 Voltage Selections 
C € @6vM4s Plug 6A Quick Connec 52K4381 27.67 
— Panel Mount, Snap-In, Premium Performance, 4 Voltage Selections 
@ 3EZM4S Plug 2A Quick Connec 52K4278 151.03 
Accessories 
For Use Price Each 
6135.CBTBF150C0.0210  6135.C324F100C0.0210 6136.CFTBF150C0.0210 Mig. PartNo. Description With Stock No.| _ 1-1-9+ 
© 6135 series C14 inlet © Panel thickness 1.5mm @ MA100 Power interconnect assembly | M Series Power Entry Modules w/ | 23B4258 4.95 
© 6136 series C20 high-current inlet © Thermal overload protection : Voltage Select 
© TA35 circuit breaker, non-illuminated or illuminated © Qualified for use in equipment according to IEC/ @ MA101 Power Interconnect Plug, 4-Pos | M Series Power Entry Modules w/| 50B2146 1.15 
1- or 2-pole rocker switch EN 60950 Voltage Select 
© Snap-in panel mountable from front side @ Rated 250VAC PIM_7335 
These IEC appliance inlets are unwired and suitable for appliances with protection class | according to IEC 
61140. Black thermoplastic housing rated UL94V-0. Quick connect terminals are 6.3 x 0.8mm. UL recognized, 
VDE approved, CE compliant. FN 390 SERIES FILTERED POWERENTRY | | ||| SCHAFFNEL 
Current Termination Price Each MODULES 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ RoHS 
Panel Mount, C14, Illuminated, 2-Pole, 2 Protected Poles, 240V 10A Gee tinpian 
@ 6135.C324F100C0.0210 Plug 10A Quick Connect 09R9886 23.26 Al 
Panel Mount, C14, Illuminated, 2-Pole, 2 Protected Poles, 240V 15A dq} 
@ 6135.C324F150C0.0210 Plug 15A Quick Connect 09R9887 35.58 
Panel Mount, C14, Non-illuminated, 2-Pole, 1 Protected Pole, 15A 
@ 6135.CBTBF150C0.0210 Plug 15A Quick Connect 09R9885 14.57 
Panel Mount, C20, Non-illuminated, 1-Pole, 15A 
@ 6136.CFTBF150C0.0210 Plug 15A Quick Connect 09R9888 25.72 
> CONTINUED > > CONTINUED > 
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ELECTRICAL CONNECTOR PRODUCTS @ Indicates RoHS Compliant 4] Find Datasheets Online 


POWER ENTRY MODULES 


EN 390 SERIES FILTERED POWER ENTRY MODULES (CONT.) AC INLETS WITH 1- AND 2-POLE 

‘or one or two fuses Tequency: 50 to Zz 

© Fuses 26.3 x 32mm or @5 x 20mm @ Leakage current: 560 to 797HA FUSE HOLDERS/SWITCHES (CONT.) . —_ a . 

© 2-pole rocker switch © Rated Current: 1 to 10A DD11 series IEC C14 appliance inlets for standard and medical applications with high transient loads. Features 

© Voltage selector © Voltage: = 250V 1- or 2-pole shock-safe fuse holder and DPST power line switch rated at 10A continuous, 100A inrush current. 

© Attenuation performance: high Choice of red or green illuminated or non-illuminated rocker switch. Black thermoplastic housing with screw- 

: on panel mounting flange, rated UL94V-0. Quick-connect terminals are 4.8 x 0.8mm. In: 8A at Vn: 250V 
Current Termination Price Each max. 50/60Hz. Dimensions: 65mmH x 27.7mmW x 38.1mmD. UL recognized, ENEC approved. For added 
Mfg. Part No. Gender Rating Type Stock No. 1-4+ safety,”Extra-Safe” fuse drawers ordered separately; go online or call 
Panel Mount, 1 Fuse 


KM series are IEC C14 or C18 applicance inlets with integral 1- or 2-pole shock-safe fuse holder for 5 x 20mm 


@ FN393-6-05-11 Plug 6A Quick Connect 1183370 46.51 fuses and on/off line switch. Snap-in mounting from the equipment front. Allowable ambient air temperatures: 

Panel Mount, 2 Fuses -25°C to 70°C. All models feature a black thermoplastic housing, rated UL94V-0. Cases and fuse drawers 

@ FN394-6-05-11 Plug 6A Quick Connect 88F1406 46.76 ordered separately; go online or call. UL recognized, CSA certified, VDE approved. Fuses available online 

or call. 
PIM_203552 = 
Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
AC INLET AND 2-POLE FUSE HOLDERS/ El.SCHURTER Panel Mount, 1-Pole Fuseholder, 2-Pole Line Switch, Green Illuminated 
SWITCHES ELCCARONIG COMPONENTS @ DD11.0114.1110 Plug 10A Quick Connec 48M7013 16.21 
Geir hae Panel Mount, 1 Pole Fuse Holder, Illuminated, Red 
/ompliant 
Available @ DD11.0113.1110 Plug 10A Quick Connec 48M7011 Tete) 
AY G Panel Mount, 1 Pole Fuse Holder, Non-lIlluminated 
@ DD11.0111.1110 Plug 10A Quick Connec 48M7009 13.41 
Panel Mount, 2 Pole Fuse Holder, Illuminated, Green 
@ DD11.0124.1110 Plug 10A Quick Connect 48M7019 19.21 
Panel Mount, 2 Pole Fuse Holder, Illuminated, Red 
@ DD11.0123.1110 Plug 10A Quick Connec 48M7017 19.36 
Panel Mount, 2 Pole Fuse Holder, Non-Illuminated 
_ @ DD11.0121.1110 Plug 10A Quick Connec 48M7015 16.83 
KD series inlets have DPST 70A switch in-rush current. Rated 10A/250V UL recognized, CSA certified, VDE ff 
approved. KEC series are rated 15A/250V UL recognized, CSA certified, and 10A/250V VDE approved. Order Fanel/Mount, Class 1, “1:Pole Fuse Holder = 
fuse holders separately, below. Fuses ordered separately; go online or call. @ KMO00.1205.11 Plug 10A Quick Connec 84K0219 14.47 
ss rs ts | Panel Mount, Class I, 1-Pole Fuse Holder, With EMC-Shield and Without Line Filter 
Current Termination HICSIERC) : 
Mfg. Part No. Gender Rating Type Stock No. 1-4+ @kKMo11205411 | Plug | MOA | Quick Connect_ | 84K0221 | 12.81 

Panel Mount, Screw-On, 2-Pole, KEC Series Panel Mount, Class |, 2-Pole Fuse Holder 

@ 4303.0001 Plug 15A Quick Connec' 84K0287 9.32 @ KMO00.1105.11 Plug 10A Quick Conneci 18C7021 16.81 

Panel Mount, Screw-On, 2-Pole, Voltage Selector Panel Mount, Class |, 2-Pole Fuse Holder, With EMC-Shield and Without Line Filter 

@ KD14.4101.151 Plug 410A Quick Connect 50F2846 22.26 @ KM01.1105.11 Plug 10A Quick Connecti 84K0220 25.31 

Panel Mount, Snap-In, 2-Pole, 1.5mm Panel Fuse Drawers For Use With Power Entry Modules 

@ KD14.1101.105 Plug 10A Quick Connect 99F4710 27.79 For Use Price Each 

Panel Mount, Snap-ln, 2-Pole, 1.5mm Panel, Voltage Selector Mfg. Part No. Type With Stock No.| —1-1-9+ 

@ KD14.4101.105 Plug 40A Quick Connect 50F2847 24.59 @ 4301.1401 | Fuse Drawer, Fingergrip, | DD11, 12, 21, 22, KEA, KFA, KMF | 50F2871 5.40 

Panel Mount, Snap-In, 2-Pole, KEC Series ere 

: — : : @ 4301.1413 | Fuse Drawer, Fingergrip, | DD11, 12, 21, 22, KEA, KFA, KMF | 50F2872 7.0! 

@ 4303.0002 Plug 15A Quick Connect 84K0288 932 Scural Gide Shain a 9 
PIM_7499 @ 4301.1405 |Fuse Drawer, — Fingergrip, | DD11, 12, 21, 22, KEA, KFA, KMF | 84K0272 3.14 
ee ene 1-Pole 
Fuse Holders @ 4301.1407 | Fuse hae Extra-Safe, | DD11, 12, 21, 22, KEA, KFA, KMF | 84K0273 3.14 

Voltage Price Each @ 4301.1403 |Fuse Drawer, Extra-Safe, | DD11, 12, 21, 22, KEA, KFA, KMF | 96F8302 5.40 
No. of Rating 2-Pole 
Mfg. Part No. bee Current = SiockiNas tS © 43011409 |Fuse Drawer, Fingergrip, [DD11, 12, 21, 22, KEA, KFA, KMF| 99F9959 | 2.04 

Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, Fingergrip Spare Fuse Case 

© 4303.2906 1 10A 250V 248181 2.66 PIM.7502 

@ 4303.2901 2 10A 250V 98F7931 4.86 Oe 

Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, Grey AC INLET AND 2-POLE FUSE HOLDERS/ 

@ 4303.2902 2 10A 250V 84K0291 se SWITCHES El.SCHURTER 

Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, Grey, Medical Grade PEP ST HON ons OMrS ic ae 

@ 4303.2904 2 toa |_250V 84K0292 1.44 Lg Geptinaian 

Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, Grey, Shorting Bar “alee 

© 4303,2912 2 10A 250V 84F815 = A G 

Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Extra-Safe Q 

@ 4303.2403 2 10A | 250V 96F8307 8.16 

Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Fingergrip 

@ 4303.2406 1 10A 250V 84K0290 2.77 

@ 4303.2401 2 10A 250V 50F2848 3.67 

Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Fingergrip with Voltage Selector KG 

© 4303.2114.01 1 10A 250V 84K0289 5.51 Mfg. part nos. KE and KG inlets offer series-paralle! voltage selection. DPST, 70A switch in-rush current. 
PIM_5511298 All types have 0.187 x 0.032” (4.75 x 0.813) quick-connect terminals. Mfg. part no. KE is rated 15A/250V 

UL recognized, 12A/250V CSA certified, 10A/250V VDE approved. Mfg. part no. KG is rated 10A/250V UL 
recognized, CSA certified, VDE approved. Order voltage selectors and fuse drawers separately. Fuses available 
AC INLETS WITH 1- AND 2-POLE EL.SCHURTER _ mine or call 
FUSE HOLDERS/SWITCHES ELECTRONIC COMPONENTS Current Termination Price Each 
RoHS Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Compliant 
eens Flange Mount, Screw 
| Ne @ KG10.6101.151 Plug 10A Quick Connect 84K0214 25.20 
Wi @ @ KE10.2100.151 | Plug 15A Quick Connect 99F7256 21.42 
Panel Mount, Snap-In 
— @ KG10.6101.105 Plug 10A Quick Connect 84K0213 17.05 
@ KE10.6100.105 Plug 13A Quick Connect 50F2876 20.79 
@ KE10.2100.105 Plug 15A Quick Connect 16F1768 21.42 
Accessories 
DpD11 
> CONTINUED > > CONTINUED > 
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AC INLET AND 2-POLE FUSE HOLDERS/SWITCHES (CONT.) 


ELECTRICAL CONNECTOR PRODUCTS 


POWER ENTRY MODULES 


5110, 5120, 5123 AND C20F SERIES AC APPLIANCE INLETS WITH FILTER 


For Use Price Each (CONT.) 
Mfg. Part No. Description Type With Stock No.| 1-1-9+ Current Termination | Price Each 
@ 4305.0048.01 | 1, 3 or 4 switch | Voltage Selector Insert | Power Entry Modules | 50F2859 9.95 Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
pees ga Flange Mount, Front Side Snap-In 
@4305.0027 | 14x 1-114" Fuse Drawer | Power Entry Modules | 50F2862 = - Spe aT - — -— — — 
@ 4305.0056.05 | 1 switch position | Voltage Selector Insert | Power Entry Module | 84K0297 9.95 Py 51553004 0 Plug SA Quick Conned 77w0429 TAGS 
© 4305.0048.10 | 1 switch | Voltage Selector Insert | Power Entry Module | 88K2157 9.95 —_— - . 
position: 100, Flange Mount, Front Side Snap-In, Medical 
115, 230V @ 5123.2306.0 Plug 10A Quick Connect 47W0436 13.68 
@ 4305.0048.05 | 1 = switch | Voltage Selector Insert | Power Entry Module | 84K0296 9.95 @ 5123.2307.0 Plug 15A Quick Connect 47W0437 13.68 
en 115, @ 5123.2300.0 Plug 1A Quick Connect 470432 13.68 
@ 5123.2301.0 Plug 2A Quick Connect 47/0433 13.68 
es @ 5123.2303.0 Plug 4A Quick Connect 47/0434 13.68 
@ 5123.2304.0 Plug 6A Quick Connect 47W0435 13.68 
Fuseholders Flange Mount, Rear Side 
Voltage Price Each @ 5123.1046.0 Plug 10A Screw 470425 13.54 
No: of Rating Panel Mount, Front Side Snap-In 
Mfg. Part No. Fuses Current VAC Stock No. 1-9+ i 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4” @ 5120.2007.0 Plug 15A Quick Connect 15N4123 11.79 
© 4305.0012 2 10A 250V 84K0295 Fr @ 5120.2000.0 Plug 1A Quick Connect 15N4118 11.79 
Cartridge Fuse Holder, Quick Connect, 5mm x 20mm @ C20F.0011 Plug 204 Solder CLOKEY 3022 
© 4305.0001 2 10A 250V 50F2860 8.11 @ 5120.2001.0 Plug 2A Quick Connect 15N4119 11.79 
PIM 5511526 @ 5120.2003.0 Plug 4A Quick Connec' 15N4120 11.79 
Panel Mount, Front Side Snap-In, Medical 
@ 5120.2306.0 Plug 10A Quick Connect 15N4134 41.79 
5110, 5120, 5123 AND C20F SERIES AC El.SCHURTER @ 5120.2300.0 Plug 1A Quick Connect 15N4130 11.79 
APPLIANCE INLETS WITH FILTER ELECTRONIC COMPONENTS @ C20F.0012 Plug 20A Solder 84K0200 28.40 
@ 5120.2301.0 Plug 2A Quick Connect 15N4131 11.79 
@ 5120.2303.0 Plug 4A Quick Connect 15N4132 11.79 
PCB Mount, Rear Side 
© 5123.4074.0 Plug 6A Screw 470438 16.37 
PIM_19257 


5110 Screw-On Mount 5120 Snap-In Mount 


C20F Screw-On Mount 
<< \ RoHS 
_ Compliant 
Available 
|} O ; Adis 
Ve 


C20F Snap-In Mount 


° 


> 


i 


5123 Screw Mount 


AC appliance inlets with line filter offer class 1 protection, pin-temperature 70°C (cold condition). 5110 series 
AC appliance inlets with standard line filter are screw-on panel mountable from the front-side. 5120 series AC 
appliance inlets are available with standard or medical-grade line filter and are snap-in panel mountable from 
the front-side. 5123 series AC appliance inlets with filter, high attentuation, and ECO design are available 
with standard or medical-grade line filter and are screw-on panel mountable from the front or rear side. C20F 
series screw-on and snap-in AC appliance inlets with line filter mount from front or rear. All models feature 
quick-connect terminals, 6.3 x 0.8mm. UL recognized, CSA certified, VDE approved, SEMKO approved, SEV 
approved. Order mfg. part no. 6009.5195 mounting cordset separately for use with C20F series inlets; go 
online or call. 


Current Termination Price Each 

Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Flange Mount, Front or Rear-Side 
@ 5123.0006.0 Plug 10A Quick Connect 47W0416 11.29 
@ 5123.0007.0 Plug 15A Quick Connec' 47W0417 11.29 
@ 5123.0000.0 Plug 1A Quick Conneci 47W0412 11.29 
@ 5123.0001.0 Plug 2A Quick Connect 47W0413 11.29 
@ 5123.0003.0 Plug 4A Quick Connect 47W0414 11.29 
@ 5123.0004.0 Plug 6A Quick Connec' 47W0415 k29) 
Flange Mount, Front or Rear-Side, Medical 
@ 5123.0306.0 Plug 10A Quick Connect 47W0422 dik29) 
@ 5123.0307.0 Plug 15A Quick Connect 470423 11.29 
@ 5123.0300.0 Plug 1A Quick Connec' 47W0418 11.29 
@ 5123.0301.0 Plug 2A Quick Conneci 47W0419 11.29 
@ 5123.0303.0 Plug 4A Quick Connect 47W0420 11.29 
@ 5123.0304.0 Plug 6A Quick Connect 47W0421 11.29 
Flange Mount, Front or Rear-Side, Medical (M80) 
@ 5123.0504.0 Plug 6A Quick Connect 47W0424 11.29 
Flange Mount, Front Side 
@ 5110.1033.1 Plug 10A Quick Connect 99F3320 23.85 
@ 5110.1533.1 Plug 15A Quick Connect 84K0324 23.85 
@ C20F.0001 Plug 20A Solder 84K0198 34.22 
Flange Mount, Front Side Snap-In 
@ 5123.2006.0 Plug 10A Quick Connect 47W0430 13.68 
@ 5123.2007.0 Plug 15A Quick Connect 47/W0431 13.68 
@ 5123.2000.0 Plug 1A Quick Connect 47W0426 13.68 
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4761 & 4762 SERIES IP67/IP69K IEC 
APPLIANCE INLETS & CONNECTORS ELSCHURTER 


a 


IEC Appliance Inlet & Connector 
Set IEC Rewireable Cord Connector 


_ 


IEC Appliance Inlet 


Protection Cover 

Specifications: 

@ IEC: 10A 250VAC; 50 Hz 

@ ULICSA: 15A 250VAC; 60 Hz 

© Operation Temperature: -25 °C to 120 °C 

@ IP Protection from front side: IP67 / IP69K acc. 
to IEC 60529 

@ Insulation cover: Suitable for appliances with 

e protection class | acc. to IEC 61140 

@ Inlets: Solder or quick connect terminals © Terminal Type: Solder terminals or quick connect 

© Connectors: Wire size 18AWG-14AWG terminals 

© Complete set consists of appliance inlet and outlet + Panel Thickness: Screw: max 6 mm; Mounting 

© Waterproofed Appliance Inlet & Cord Connector: screw torque max 3 Nm 

IP67 / IP69K @ Housing Material: Thermoplastic, black / white, 


Features: 

@ Pane! Mount: Screw-on mounting from front side 

® Cord Connectors (rewireable): Screw 

@ Appliance Inlet , Pin temperature 120 °C , 
Protection class | 

© Connector , Pin temperature 120 °C , Protection 
class | 
Push-Pull locking system 


© Perfect for use in harsh environments UL 94V-0 
© Specific shape to ensure IP protection 

Current Termination Price Each 

Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Appliance Inlet / Connector Set, Black 
@ 4312.0006 Plug, Receptacle 10A Solder 02AC7179 21.36 
Appliance Inlet / Connector Set, Black, 4.8 x 0.8 mm QC 
@ 4312.0004 Plug, Receptacle 10A Quick Connect 02AC7177 33.51 
Appliance Inlet / Connector Set, Black, 6.3 x 0.8 mm QC 
@ 4312.0005 Plug, Receptacle 10A Quick Connect 02AC7178 31.05 
Appliance Inlet / Connector Set, White 
@ 4312.0013 Plug, Receptacle 10A Solder 02AC7186 33.51 
Appliance Inlet / Connector Set, White, 4.8 x 0.8 mm QC 
@ 4312.0011 Plug, Receptacle 10A Quick Connect 02AC7184 33.51 
Appliance Inlet / Connector Set, White, 6.3 x 0.8 mm QC 
@ 4312.0012 Plug, Receptacle 10A Quick Connect 02AC7185 33.51 
Cable Mount, Rewireable Connector, Black 
@ 4312.0003 Receptacle 10A Screw 02AC7176 26.81 
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ELECTRICAL CONNECTOR PRODUCTS 


POWER ENTRY MODULES 


4761 & 4762 SERIES IP67/IP69K IEC APPLIANCE INLETS & 
CONNECTORS (CONT.) 


Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Cable Mount, Rewireable Connector, White 
@ 4312.0010 Receptacle 10A Screw 02AC7183 26.81 
Panel Mount, Appliance Inlet, Black 
@ 4312.0002 Plug 10A Solder 02AC8296 14.13 
Panel Mount, Appliance Inlet, Black, 4.8 x 0.8 mm QC 
@ 4312.0000 Plug 10A Quick Connec' 02AC7174 15.90 
Panel Mount, Appliance Inlet, Black, 6.3 x 0.8 mm QC 
@ 4312.0001 Plug 10A Quick Connec' 02AC7175 14.13 
Panel Mount, Appliance Inlet, White 
@ 4312.0009 Plug 10A Solder 02AC7182 oe 
Panel Mount, Appliance Inlet, White, 4.8 x 0.8 mm QC 
@ 4312.0007 Plug 10A Quick Connec' 02AC7180 14.13 
Panel Mount, Appliance Inlet, White, 6.3 x 0.8 mm QC 
@ 4312.0008 Plug 10A Quick Connec' 02AC7181 14.13 
For Use Price Each 
Mfg. Part No. | Description Type With Stock No.|  1-1-9+ 
@ 0098.0105 Black Protection Cover | 4761 Series IEC Appliance Inlets | 02AC7172 7.37 
@ 0098.0107 White Protection Cover | 4761 Series IEC Appliance Inlets | 02AC7173 1.86 


PIM_5719790 


CORCOM EEA, EEB SERIES POWER LINE FILTERS 
EEA Series 
© Compact single stage EMI filter with IEC 60320-1 
C14 inlet 
Two element circuit provides basic attenuation 
Same performance as the EF Series 
Available in three terminal configurations 
© Supersedes EF Series 
EEB Series 
© Compact EMI filter with IEC 60320-1 C14 inlet 
© Two element circuit provides extended 
attenuation 
e i i as ; ; 
e recite saltiba jovalieg sae eal ° Minimal leakage current suitable for medical 
EAH & EBH Series  applicatons 
Flange mounted 
© Spade terminals 


ZTE 


connectivity 


AUTHORIZED DISTRIBUTOR 
RoHS 


Compliant 
Available 


© Same size as EEA and EEB 


Leakage Price Each 
Current Current Voltage Inductance 

Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 
Quick Connect, Basic Inlet Filter, Back 6.3mm QC Terminals 
@ 1EEA1 1A 380uA 250VAC 10mH 52K3827 13.36 
@ 3EEA1 3A 380uA 250VAC 1.45mH 52K3828 3.04 
@ 6EEA1 6A 380uA 250VAC 0.465mH 52K4462 13.97 
@ 10EEA1 10A 380uA 250VAC 0.35mH 52K3288 11.87 
Quick Connect, Basic Inlet Filter, Bottom 6.3mm QC Terminals 
@ GEEA2 6A 380uA 250VAC 0.465mH 23B4446 12.22 


Quick Connect, Extended EMI Performance, Back 6.3mm QC Terminals 
@ 15EEB1 15A 220uA 250VAC 0.13mH 
Quick Connect, Medical EEA Filter, Back 6.3mm QC Terminals 


17R3675 16.31 


@ 6EAH1 6A 2uA 250VAC 0.465mH 52K3831 11.33 
@ 10EAH1 10A 2uA 250VAC 0.35mH 52K3832 13.60 
Quick Connect, Medical EEB Filter, Back 6.3mm QC Terminals 

@ 10EBH1 10A 2uA 250VAC 0.35mH 52K4463 15.22 
Through Hole, Basic Inlet Filter, PCB Pins 

@ GEEAP 6A 220uA 250VAC 0.465mH 52K3829 11.52 
Through Hole, Extended EMI Performance, PCB Pins 

@ 1EEBP 1A 380uA 250VAC 10mH 23B4328 19.35 
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CORCOM EC SERIES POWER LINE FILTERS 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 

Compliant 

Available 
Wig 


Provide highest attenuation for any standard filter available in a small package size. Combine high common 
mode inductance with high differential-mode capacitance and minimal parasitic elements, for effective 
attenuation of line-to-ground and line-to-line noise across the frequency range. Rated: 120/250VAC, 50/60Hz. 
UL recognized, CSA certified, VDE approved. All except mfg. part no. 10EC1 are SEV approved. 
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CORCOM EC SERIES POWER LINE FILTERS (CONT.) 


Leakage Price Each 
Current Current Voltage Inductance 

Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 
Quick Connect 
@ 3EC1 3A 380uA 250VAC 2mH 52K3842 19.70 
@6EC1 6A 380uA 250VAC 930uH 52K3843 21.07 
@ 10EC1 10A 380uA 250VAC 360uH 52K4253 20.90 
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CORCOM GG, GS AND HG SERIES FILTERED IEC POWER 
ENTRY MODULES 
WITH METRIC 
FUSE HOLDER 


=e 


connectivity 


AUTHORIZED DISTRIBUTOR 
RoHS _ 
Compliant 
Available 


© Space-saving, compact design 

® Horizontal, screw-on flange or snap-in panel 
mounting 

@ IEC 320 power cord connector 

@ RFI filter versions for general-purpose or medical 


applications 

® Single or dual 5 x 20 mm metric fuse holder 

© Choice of 0.25” terminals or 5” wire leads for load- 
side terminations 


GG, GS series general-purpose and HG series medical filtered power entry modules with metric fuse 
holder takes up the smallest possible panel space. Hipot rating (one min.): line-to-ground 1500VAC; line-to- 
line 1450VDC. Voltage rating (max.): 250VAC. GG and GS series general-purpose filter versions both offer 
maximum leakage current, each line to ground @ 120 VAC 60 Hz: 0.25mA; @ 250 VAC 50 Hz: 0.42mA. All 
models are UL recognized, CSA certified, VDE approved. 

Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 

Flange Mount, Double Fuse Holder 

@ 10EGG8-2 Plug 10A Solder 73P5072 12.36 

@ GEGG1-2 Plug 6A Quick Connect 52K4310 20.94 

@ 6EGG8-2 Plug 6A Solder 19R5396 20.25 

Flange Mount, Double Fuse Holder, Medical 

@ 10EHG1-2 Plug 10A Quick Connect! 73P5076 18.90 

@ 10EHG8-2 Plug 10A Solder 73P5077 21.28 

@ 1EHG8-2 Plug 1A Solder 73P5068 Ale 

@ 3EHG1-2 Plug 3A Quick Connect! 52K4532 16.33 

@ 3EHG8-2 Plug 3A Solder 73P5078 22.14 

@ GEHG1-2 Plug 6A Quick Connect 52K3900 16.48 

@ GEHG8-2 Plug 6A Solder 73P5079 20.19 

Flange Mount, Single Fuse Holder 

@ 10EGG1-1 Plug 10A Quick Connect! 73P5069 21.51 

@ 10EGG8-1 Plug 10A Solder 73P5071 12.06 

@ 1EGG1-1 Plug 1A Quick Connect 93F4599 16.94 

@ 3EGG1-1 Plug 3A Quick Connec §2K3309 12.06 

@ 3EGG8-1 Plug 3A Solder 52K4271 22.15 

@ 6EGG1-1 Plug 6A Quick Connect 52K4309 19.70 

Panel Mount, Snap-In Mount, Double Fuse Holder 

@ 10EGS1-2 Plug 10A Quick Connect! 73P5074 16.15 

@ 3EGS1-2 Plug 3A Quick Connec' 40P9149 23.51 

@ 6EGS1-2 Plug 6A Quick Connect 99M1053 20.98 

Panel Mount, Snap-In Mount, Double Fuse Holder, Medical 

@ 10EHGS1-2 Plug 10A Quick Connect! 73P5075 20.27 

Panel Mount, Snap-In Mount, Single Fuse Holder 

@ 10EGS1-1 Plug 10A Quick Conneci 73P5073 4.93 

@ 6EGS1-1 Plug 6A Quick Connect 99M1052 16.44 
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SRB SERIES POWER INLET FILTERS 


AUTHORIZED DISTRIBUTOR 


Spade terminals or wire lead termination 
PECIFICATIONS: 


VDE Approved (at 16A current rating) 


FEATURES: @ Rated current: 20A 

@ Minimum Depth 20A IEC Inlet @ Rated voltage (max): 250VAC. 
© Filtered versions with 3 different attenuation levels | @ Operating frequency: 50/60Hz 
© Unfiltered versions available @ UL Recognized 

@ Flange mount or Snap-In © CSA Certified 

e e 

Ss 
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SRB SERIES POWER INLET FILTERS (CONT.) 


The Corcom SRB filter series has been extended to incorporate the IEC60320/C20 receptacle for cord 
connected applications up to 20Amps. The new products are UL & CSA approved at 20 Amps and VDE 
approved at 16 Amps. The SRB series is specifically designed to attenuate conducted EMI above 10MHz 
and reduce radiated EMI from emitting through a typical AC receptacle. EMI shielding is provided around the 
receptacle to reduce the aperture created from the mounting cut-out in the panel. An available selection of EMI 
filters are designed to further address system radiated EMC problems by providing attenuation in the 10MHz 
to 300MHz range. 
Leakage Price Each 
Current Current Voltage 
Mfg. Part No. Rating Max Rating Stock No. 1-9+ 
Quick Connect, Flange Mount 
20SRB1 20A 2uA 250VAC 99Y0557 2.69 
20SRB1-W 20A 40yuA 250VAC 99Y0558 ay 
20SRB1-X 20A 70yA 250VAC 99Y0559 2.62 
20SRB1-Y 20A 160UA 250VAC 99Y0560 3.24 
Quick Connect, Snap-In 
20SRBS1 20A 2uA 250VAC 99Y0549 1.42 
20SRBS1-W 20A 40yuA 250VAC 99Y0550 = 
20SRBS1-X 20A 70uA 250VAC 99Y0551 = 
20SRBS1-Y 20A 160UA 250VAC 99Y0552 = 
Wire Leaded, Flange Mount 
20SRB8 20A 2uA 250VAC 99Y0561 1.77 
20SRB8-W 20A 40uA 250VAC 99Y0562 = 
20SRB8-X 20A 70uA 250VAC 99Y0563 1.89 
20SRB8-Y 20A 160UA 250VAC 99Y0564 = 
Wire Leaded, Snap-In 
20SRBS8 20A 2uA 250VAC 99Y0553 = 
20SRBS8-W 20A 40uA 250VAC 99Y0554 2.14 
20SRBS8-X 20A 70yA 250VAC 99Y0555 2.13 
20SRBS8-Y 20A 160UA 250VAC 99Y0556 18.01 
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CORCOM L DUAL CONFIGURATION AND 
LA SERIES ENHANCED EMI FILTERING POWER ENTRY 
MODULES 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


& 


L Series LA Series 


L series power entry modules with choice of filtering capacilities and four-voltage selector or a DPST on/off 
switch. EDL models have general-purpose RFI filter for controlling line-to-line and line-to-ground noise. EHL 
models have a medical filter to provide susceptibility protection without leakage current associated with line-to- 
ground capacitors. Designed to allow equipment to meet UL544 for patient and non-patient care equipment. All 
units are UL recognized, CSA certified, VDE approved. 


LA Series power entry modules have extended and enhanced low frequency filters. They are available with 
North American or dual metric fuse holders, DPST on/off switch, & 120/240V voltage selector. EFLA models 
provide basic performance two element circuit filter. EZLA Models provide a three element differential mode 
circuit with enhanced EMI low frequency attenuation, suitable for meeting EN55022 Level B as well as FCC Part 
154J limits. All units are UL recognized, CSA certified, VDE approved. 


Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Flange Mount, LA Series, General Purpose 
@ 5EFLA2S Plug 5A Quick Connect 52K3902 = 
Flange Mount, LA Series, Premium Performance 
@ 3EZLA2S Plug 3A Quick Connec' 52K4533 _ 


Flange Mount, L Series, General Purpose, DPST on/off Switch, North American Fuse Holder 


@ 4EDLiS Plug 4A Quick Connec' §2K3311 36.54 
@GEDLI1S Plug 6A Quick Connec' 52K4274 = 
Flange Mount, L Series, General Purpose, North American Fuse Holder 

@6EDL4 Plug 6A Quick Connec' 78K5146 37.27 
Flange Mount, L Series, Medical, DPST on/off Switch, Metric Fuse Holder 

@ GEHL1SM Plug 6A Quick Connec' 52K4535 — 


Panel Mount, L Series, General Purpose, Snap-In Mount, DPST on/off Switch, Metric Fuse 
Holder 


@ 6EDL1SCM Plug 6A Quick Connec' §2K4311 — 

Panel Mount, L Series, General Purpose, Snap-In Mount, Metric Fuse Holder 

@ 6GEDL4CM Plug 6A Quick Connec' 52K3474 = 

Panel Mount, L Series, General Purpose, Snap-In Mount, North American Fuse Holder 

@ 6EDLAC Plug 6A Quick Connec' 52K4312 Pe 

Panel Mount, L Series, Medical, Snap-In Mount, Metric Fuse Holder 

@ GEHL4CM Plug 6A Quick Connec' 99M1054 42.05 
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ELECTRICAL CONNECTOR PRODUCTS 


POWER ENTRY MODULES 


FN9260 SERIES FUSED IEC INLET 
FILTERED POWER ENTRY 
MODULES 

General-purpose, compact IEC inlet filtered power 
entry modules with one or two 5 x 20mm fuse 
holders to meet requirements of IEC 950. Current 
tating to 10A. Operating voltage: 250VAC. Suffix 
B in mfg. part nos. denotes low-leakage version for 
medical applications. UL recognized, CSA certified, 
VDE approved. 


| | HISCHAFFNeF 


g Geiasinpian 
a Available 


Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-4+ 

Flange Mount 

@ FN9260-1-06 Plug 1A Quick Connect 52F9092 17.45 
@ FN9260-2-06 Plug 2A Quick Connect 52F9093 13.59 
@ FN9260-4-06 Plug 4A Quick Connect 52F9094 = 
@ FN9260-6-06 Plug 6A Quick Connect 52F9095 17.96 
Flange Mount, Medical 

@ FN9260B-10-06 Plug 10A Quick Connect 07W8554 18.24 
@ FN9260B-2-06 Plug 2A Quick Connect 32M0930 17.54 
@ FN9260B-4-06 Plug 4A Quick Connect 52F9098 = 
@ FN9260B-6-06 Plug 6A Quick Connect 89M5174 18.06 
Flange Mount, With Y-Capacitors 

@ FN261-10-06 Plug 10A Quick Connect 60K9699 18.42 
@ FN261-6-06 Plug 6A Quick Connect 11B2986 13.33 
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DD12 SERIES POWER ENTRY MODULES WITH [>] SCHURTER 
LINE FILTER . _——_ 


— 


ELECTRONIC COMPONENTS 


RoHS 
Compliant 
Available 
° 
cis 


Features: @ The fuse holder is accessible from the equipment 
© Ultra-compact design front 
© Aluminum case provides good shielding © Designed for standard and medical applications 
@ All single elements are already wired © Qualified for use in equipment according IEC/ 
© Fuse drawer meets requirements of medical EN 60950 
standard IEC/EN 60601-1 
DD12 series panel-mount power entry modules with line filters provide four functions: Appliance inlet protection 
class |, Line switch 2-pole, fuse holder for fuse links 5 X20 mm 1-or 2-pole, line filter in standard and medical 


version. Quick connect terminals 6.3 x 0.8 mm. Ideal for low profile designs and applications with high transient 
loads. Voltage rating 250VAC. For added safety “Extra-Safe” fuse drawers ordered separately online or call. 
Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Panel Mount, 1-Pole Fuse Holder 
@ DD12.9111.111 Plug 10A Quick Connec' 48M7037 32.37 
@ DD12.1111.111 Plug 1A Quick Connect 48M7021 22.66 
@ DD12.6111.111 Plug 6A Quick Connect 48M7030 32.37 
Panel Mount, 2-Pole Fuse Holder 
@ DD12.9121.111 Plug 10A Quick Connect 48M7038 32.95 
@ DD12.6121.111 Plug 6A Quick Connec' 48M7031 31.47 
Panel Mount, 2-Pole Fuse Holder, Medical 
@ DD12.1321.111 Plug 1A Quick Connect 48M7023 25.93 
@ DD12.4321.111 Plug 4A Quick Connect 48M7029 35.38 
PIM_142339 


CD SERIES CASING WITH FILTER El.SCHURTER 


ELECTRONIC COMPONENTS 
RoHS _ 

Compliant 

Available 

WG 


Five Functions: for 5x20 or 6.3x32mm fuses; ordered separately 


@ 1.) Appliance inlet below 

@ 2.) Line switch @ 4.8 x 0.8mm quick connect terminals 

@ 3.) Line filter © Qualified for use in equipment according to IEC/ 
© 4.) With or without voltage selector EN 60950 

@ 5.) Fuse holder with interchangeable fuse drawer 


> CONTINUED > 


elementiu 521 


ELECTRICAL CONNECTOR PRODUCTS 
POWER ENTRY MODULES 


¢D SERIES CASING WITH FILTER (CONT. 


All single elements are already wired and the fuse drawer Pe be removed by hand. The fuses themselves can 


be accessed from the equipment front. CD series is available with or without a voltage selector. For added 
safety “Extra-Safe” fuse drawers are available; go online or call. “Extra-Safe” fuse drawers satisfy international 
standards for medical equipment and can only be removed with the aid of a tool. 
Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 

Panel Mount 

@ CD24.4101.151 Plug 2A Quick Connect 23B4506 -- 

@ CD34.4101.151 Plug 4A Quick Connect 88K1044 58.65 

@ CD44.1101.151 Plug 6A Quick Connect 88K1877 55.75 

Panel Mount, Medical 

@ CDA4.4101.151 Plug 2A Quick Connect 88K1042 75.86 
Fuse Drawers 

Price Each 
Mfg. Part No. Description Type Stock No.| 1-1-9+ _ 

@ 4303.2403 Extra-Safe Fuse Drawer, Extra-Safe 96F8307 8.16 

@ 4303.2906 Fingergrip Fuse Drawer, Fingergrip 24B181 2.66 

@ 4303.2401 Fingergrip Fuse Drawer, Fingergrip 50F2848 3.67 

@ 4303.2406 Fingergrip Fuse Drawer, Fingergrip 84K0290 QTE 

@ 4303.2901 Fingergrip Fuse Drawer, Fingergrip 98F7931 4.86 

@ 4303.2114.01 | Fingergrip with Voltage Selector | Fuse Drawer, Fingergrip with | | 84K0289 5.51 

Voltage Selector 

@ 4303.2904 Grey, Medical Grade Fuse Drawer, Standard 84K0292 1.44 

PIM_82470 


Fuse Holders 


Voltage Price Each 
No. of Rating 

Mfg. Part No. Fuses Current VAC Stock No. 1-9+ 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, Grey 
@ 4303.2902 2 10A 250V 84K0291 ae 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, Grey, Shorting Bar 
@ 4303.2912 2 10A 250V 84F815 aS 
PIM_5511705 


THERMAL CIRCUIT BREAKER WITH IEC C14 
INLET AND RFI FILTER 


Features: 

@ Panel Mount: Screw-on mounting from front side 

@ 3 Functions: Appliance Inlet Protection class |, circuit 
breaker type TA45 2-pole, Line filter in standard and 
medical version 

© Actuation: Rocker, white with embossed I/O 

© AC inlet according to IEC 60320/C14 

© Current/voltage: 5-15A/250VAC. 

© Short-circuit capacity: 10 x 1n/300A 

© Quick connect terminals 6.3 x 0.8 mm 

@ All single elements are already wired 

@ UL recognized, VDE approved; other ratings also 
available; go online or call 


E.SCHURTER 


ELECTRONIC COMPONENTS 


RoHS _ 
Compliant 
Available 
e 
cds 


Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-4+ 

Panel Mount, Nonilluminated, 1-Pole Thermal Overload Protection 

@ 5145. ABTWF150C0.811 Plug 15A Quick Connect 95B8164 49.61 
@ 5-ABTWF050C0-511 Plug 5A Quick Connect 88K2166 56.01 
Panel Mount, Nonilluminated, 2-Pole Thermal Overload Protection 

@ 5-ABDWF150C0-811 Plug 15A Quick Connect 3205152 57.82 
@ 5-ABDWFO60C0-511 Plug 6A Quick Connect 88K1415 51.60 
Panel Mount, Nonilluminated, 2-Pole Thermal Overload Protection, Medical 

@ 5-ABDWF100C0-731 Plug 10A Quick Connect 88K2165 51.60 
@ 5-ABDWF150C0-831 Plug 15A Quick Connect 88K1416 51.60 
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CORCOM CU SERIES COMPACT 1U HEIGHT SWITCHED 
POWER ENTRY MODULES 


= TE 


© Compact 1U (1-3/4”) design connectivity 

@ 3A-15A™* 
Filtered and unfiltered versions Pgh sear 
SPST switch Gee tinoiat 
Shrouded quick-connect terminals SB erpin 


Various mounting styles 

Lower power dissipation a @ 
Higher system efficiency 

Lower cooling demand 

UL recognized, CSA certified, VDE approved** 

CU series switched filtered and unfiltered inlet 

power entry modules are ideal for providing power 

entry for equipment designed for popular 1U (1-3/4”) height equipment racks. The filtered versions provide 
complete EMI shielding, shrouded quick-connect terminals and basic filtering for up to 15A applications. The 
15A unfiltered inlet snap-in versions are available in different configurations to fit a wide variety of panel cut-outs 
and thicknesses, and are offered with preconnected terminals from the socket to the switch. All models feature 
acommon IEC 60320-1 C-14 power inlet for international compatibility. Maximum leakage current, each line to 
ground (filtered models only): 0.25mA @120VAC 60Hz and 0.40mA @ 250VAC 50Hz. Hipot rating (one minute): 
1500VAC line-to-ground and 1450VDC line-to-line. Operating frequency: 50/60Hz. Rated voltage : 250VAC. 
Operating voltage : 120/250VAC. Terminal push-on force : 15 Ib./67N (max). Applications include: rack-mounted 
equipment, telecom, consumer electronics, power supplies, routers, PCs, TVs, lighting, imaging equipment, 
set-top boxes and others operations with limited panel space. Other current ratings and mounting styles are 
available; go online or call. 


Current Termination Price Each 

Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Flange Mount, General Purpose Filter 
@ 15CUFE1 Plug 15A Quick Connec' 60R5557 22.90 
Flange Mount, Unfiltered 
@ 15CUE1 Plug 15A Quick Connec 60R5556 8.95 
Flange Mount, Unfiltered, includes pre-connected terminals 
@ 15CUBE1 Plug 15A Quick Connec' 60R5554 8.43 
Panel Mount, General Purpose Filter, Snap-in Mount 
@ 10CUFS1 Plug 10A Quick Connec' 60R5515 22.39 
@ 15CUFS1 Plug 15A Quick Connec' 60R5559 28.42 
@ 3CUFS1 Plug 3A Quick Connect 60R5633 20.59 
@ 6CUFS1 Plug 6A Quick Connec' 60R5692 23.62 


Panel Mount, Unfiltered, includes pre-connected terminals, Side Snap-in 1.5mm Panel Mount 
@ 15CU15BS1 Plug 15A Quick Connec' 60R5563 8.80 
Panel Mount, Unfiltered, includes pre-connected terminals, Snap-in Mount 


@ 15CUBS1 Plug 15A Quick Connec' 60R5555 6.50 
Panel Mount, Unfiltered, Side Snap-in 1.5mm Panel Mount 

@ 15CU15S1 Plug 15A Quick Connec' 60R5564 9.80 
Panel Mount, Unfiltered, Snap-in Mount 

@ 15CUS1 Plug 15A Quick Connect 60R5560 8.98 
PIM_165064 


CORCOM P SERIES CHAMELEON 
ADAPTABLE POWER ENTRY MODULES 


er 


connectivity 


AUTHORIZED DISTRIBUTOR 
RoHS _ 
Compliant 
Available 


® Snap-in or horizontal, screw-on flange panel 
mounting 

@ IEC power line connector 

© S models — filtering for general-purpose 
applications 

@ H models — filtering for medical applications 

© DC models — filtering for DC appluications 


P series power entry modules offer fuller flexibility of design in a compact, modular package that will fit any 
standard panel cutout, using adapters. Available with current ratings of 3, 6 or 10 amps, with or without DPST 
on/off switch, with dual or single fuseholders: two 1/4” x 1-1/4” or 5 x 20mm fuses and choice of no shield, filter 
shield or complete shield versions. Terminal tabs: 0.187 x 0.032” (4.8 x 0.81mm). UL recognized, CSA certified, 
VDE approved. 

S models offer protection for general-purpose applications where line-to-ground and line-to-line noise must 
be controlled. PS prefix in mfg. part nos. are snap-in panel mountable; PE prefix are horizontal, screw-on 
flange mountable. Units with filters are designed to meet low leakage requirements of VDE portable equipment. 
Available in current ratings of 3, 6 and 10 amps. All units feature a DPST on/off switch except for mfg. part no. 
PS000SS3B which has no switch. Voltage rating: 250VAC. 

The DC version of the P series power entry module features a general-purpose filter specifically for DC 
applications up to 80VDC. Designed to address the increasing demand for filtering on central office equipment 
and customer premises equipment. Also used with routers, desktop servers and multiplexers, aggregators, 
concentrators, etc. These modules have no switch and snap-in for easy panel mounting. UL recognized, CSA 
certified, TUV approved. 


© Filter current — 3A, 6A or 10A 

© Optional DPST on/off switch 

© Single or dual fuseholder models 

@ Both North American and European fusing 
capabilities 

@ Unshielded and shielded version 


> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


ELECTRICAL CONNECTOR PRODUCTS 


POWER ENTRY MODULES 


CORCOM P SERIES CHAMELEON MEDIUM PERFORMANCE P SERIES POWER Geena 
ADAPTABLE POWER ENTRY MODULES (CONT.) ENTRY MODULES Available [i ai 
Current Termination Price Each sl 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ AUTHORIZED DISTRIBUTOR 
Panel Mount, B Models - Snap-In, Interconnect Block (Single Voltage, DPST Switch, Dual 
Fuse) 
@ PSOSODBX0 Plug 10A Quick Connec 93B6649 22.83 
Panel Mount, B Models - Snap-In, Interconnect Block (Single Voltage, DPST Switch, Single 
Fuse) 
@ PSOSOSBX0 Plug 10A Quick Connec 73K6487 20.94 
Panel Mount, DC Filtered Models (Single Voltage, Dual Fuse) - Snap-In 
@ PSO0ODDXD Plug 10A Quick Connec 3504846 D204 
@ PSO00DD3D Plug 3A Quick Connec 3504847 24.21 
@ PSOOODDED Plug 6A Quick Connect 3504848 21.32 Horizontal Mounting Ears Snap-In Mounting Vertical Mounting Ears 
Panel Mount, H Models - Snap-In, Medical Filter (Single Voltage, DPST Switch, Dual Fuse) © Dual stage electrical setup © Optional DPST switch © 
@ PSOSODHXO Plug 10A Quick Connec 026264 23.40 @ High attenuation at higher frequencies @ Single or dual North American or A @ 
= > - © Compact design Metric fusing capabilities 
Panel Mount, S Models - General Purpose Filter (Dual Voltage, DPST Switch, Single Fuse, © Snap-in or flange mounting © UL recognized, CSA certified, VDE 
Filter Shield) © Standard IEC 60321-1 C14 power inlet approved — 
@ PSOSXSS6A Plug 6A Quick Connec 76K0569 32.75 TE Connectivity has expanded the Corcom P Series power entry modules to include a new medium performance 
Panel Mount, S Models - Mounting Ears, General Purpose Filter (Dual Voltage, DPST Switch) filter option. The medium P Series modules feature better performance than the standard filter option in a 
@ PEOSSSS60 Plug 6A Quick Connec 99M1037 24.20 smaller size than the high performance filter. Filters are available in 3, 6 or 10A ratings. Modules are available 
- - - = in either snap-in or flange mount versions with a choice of horizontal or vertical mounting ears. The medium 
Panel Mount, S Models - Mounting Ears, General Purpose Filter (Single Voltage, DPST Switch) performance P Series modules are available with either single or dual fuses and may be configured with an 
@ PEOSOSS30 Plug 3A Quick Connec 48M6831 97.25 optional DPST switch. The medium performance P Series modules are suitable for applications with increased 
@ PEOSOSS60 Plug 6A Quick Connec 62K2984 24.60 attenuation requirements in higher frequencies where a smaller size is desirable. 
Panel Mount, S Models - Snap-In, General Purpose Filter (Dual Voltage, DPST Switch, Dual Current Termination Price Each 
Fuse, Complete Shield) Mfg. Part No. Gender Rating Type Stock No. 1-4+ 
@ PSOSXDS3B Plug 3A Quick Connect 99M1038 25.18 Panel Mount, Horizontal Mounting Ears, Dual voltage, Dual Fuse 
Panel Mount, S Models - Snap-In, General Purpose Filter (Dual Voltage, DPST Switch, Single @ PEOSODM6E Plug 6A Quick Connect | 07W3886 42.64 
Fuse) Panel Mount, Horizontal Mounting Ears, Single voltage, Dual Fuse 
@ PSOSXSS30 Plug 3A Quick Connec 74K0608 22.68 @ PEOOODM6E Plug 6A Quick Connect 073888 41.20 
@ PSOSXSS60 Plug 8A Quick Connec 54K4027 27.68 Panel Mount, Horizontal Mounting Ears, Single voltage, Single Fuse 
Panel Mount, S Models - Snap-In, General Purpose Filter (Single Voltage, DPST Switch, Dual @ PEO00SM3E Plug 3A Quick Connect 07W3889 36.99 
Fuse, Complete Shield) Panel Mount, Snap-in Mounting, Dual voltage. Single F 
Ph; DA Duck Conned aaRETE me ‘anel Mount, Snap-in Mounting, Dual voltage, Single Fuse 
eres g = 7 1 - @ PSOSOSM3E Plug 3A Quick Connect 07W3894 37.51 
Panel Mount, S Models - Snap-In, General Purpose Filter (Single Voltage, DPST Switch, Dual Panel M Snap-in Mounting, Single vol Dual F 
Fuse, Filter Shield) ‘anel Mount, Snap-in Mounting, Single voltage, Dual Fuse 
@ PSOSODS6A Plug 6A Quick Connect 93B2263 27.86 @ PSOOODMXE PI ug 10A Quick Connect | 07W3895 = 
Panel Mount, S Models - Snap-In, General Purpose Filter (Single Voltage, DPST Switch, Dual Panel Mount, Snap-in Mounting, Single voltage, Single Fuse 
Fuse) @ PSOOOSM6E Plug 6A Quick Connect | 07W3896 36.41 
@ PSOSODS60 Plug 6A Quick Connec 23B4296 25.08 Panel Mount, Vertical Mounting Ears, Dual voltage, Dual Fuse 
Panel Mount, S Models - Snap-In, General Purpose Filter (Single Voltage, DPST Switch, Single @ PMOSODM6E Plug 6A Quick Connect 07W3890 41.32 
Fuse, Complete Shield) Panel Mount, Vertical Mounting Ears, Single voltage, Dual Fuse 
@ PSOSOSSXB Plug 10A Quick Connec 64K3338 31.84 @ PMOOODM6E Plug 6A Quick Connect 07W3891 36.04 
@ PSOSOSS3B Plug 3A Quick Connec 10M5477 28.14 Panel Mount, Vertical Mounting Ears, Single voltage, Single Fuse 
Panel Mount, s Models - Snap-In, General Purpose Filter (Single Voltage, DPST Switch, Single @ PMO00SMXE Plug 140A Quick Connect 07W3892 = 
Fuse, Filter Shield) 
@ PSOSOSSXA Plug 10A Quick Connec 23M2585 | 31.97 EMS 
@ PSOSOSS3A Plug 3A Quick Connec 54K4052 28.17 
@ PSOSOSSEA Plug 6A Quick Conned 91F6459__| 30.38 POWER ENTRY MODULES WITH IEC | | I ISCHAFFNEF 
Panel Mount, S Models - Snap-In, General Purpose Filter (Single Voltage, DPST Switch, Single INLET AND FUSE HOLDER 
ee Gesinpiat 
@ PSOS0SS60 Plug 6A Quick Connec 86K9439 26.22 Available 
Panel Mount, S Models - Snap-In, General Purpose Filter (Single Voltage, Single Fuse, \ 
Complete Shield) \ @ 
@ PS000SS3B Plug 3A Quick Connec 91F6454 24.68 
Panel Mount, S Models - Snap-In, No Filter (Dual Voltage, DPST Switch, Single Fuse) = 
@ PSOSXS000 Plug as Quick Connect 69K7492 14.60 
Panel Mount, S Models - Snap-In, No Filter (Single Voltage, DPST Switch, Dual Fuse) 
@ PSOSOD000 Plug wes Quick Connec' 56K5282 13.69 FN 380 
Panel Mount, S Models - Snap-In, No Filter (Single Voltage, DPST Switch, Single Fuse) FN 372 
@ Ps0s0s000 Plug i Quick Connect 73K1755 14.71 The FN372 power entry module combines an IEC inlet, a mains filter with a single or dual- fuse holder and a 
PIM_7375 voltage selector. The FN38x power entry modules combine an IEC inlet, a mains filter with a single or dual fuse 
- holder and a 2-pole rocker switch. These product lines bring rapid availability of a standard filter associated with 
the necessary safety acceptances. Standard IEC connector filters are a practical solution helping to pass EMI 
" : system approval in a short time. NOTE: B in mfg. part no. indicates low-leakage medical version. Depth is 2.2” 
Ite Conductor Power a Gord (57mm) for moderate performance for mfg. part nos. FN372, and FN388. Mfg. part no. FN389 is 2.6” (66.5) 
Cable Price Each deep. UL recognized, CSA certified, VDE approved, SEV approved. 
Length a 5 
Mfg. Part No. Connector A Connector B Imperial | Color | Stock No. 1-9+ Wife Part M Gena pi ee cia ae 
@ GA400 NEMAS5-15P | 1EC60320C13 | 7.5ft | Black | 15F2481 = aa. encer_|__“alng ee sich s 
Beeiese Flange Mount, Dual 5x20mm Fuse, High Performance, FN380 Series 
_ @ FN389B-6-21 Plug 6A Quick Connec 36K4143 35.50 
Flange Mount, Dual 6.3x32mm Fuse, High Performance, FN380 Series 
@ FN389B-6-22 Plug 6A Quick Conneci 37K6074 35.15 
Flange Mount, Dual 6.3x32mm Fuse, Standard Performance, FN380 Series 
@ FN388-4-22 Plug 4A Quick Connec 93B3205 31.85 
@ FN388-6-22 Plug 6A Quick Connec 37K6073 O2nlie 
Panel Mount, Snap-In, Dual 6.3x32mm Fuse, Standard Performance, FN370 Series 
@ FN372-6-22 Plug 6A Quick Connec 37K6071 33.42 
Panel Mount, Snap-In, Dual 6.3x32mm Fuse, Standard Performance, FN380 Series 
edt @ FN382-4-22 Plug 4A Quick Connec 37K6072 31.91 
PIM_5624814 PIM_7472 
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ELECTRICAL CONNECTOR PRODUCTS 


@ Indicates RoHS Compliant 4] Find Datasheets 


Online 


POWER ENTRY MODULES 


KMF SERIES LINE FILTER El.SCHURTER 


ELECTRONIC COMPONENTS 
y RoHS 
Compliant 
Available 
& 
° 
cds 


Standard features include AC power inlet, 1- or 2-pole on/off switch, 4.8 x 0.8mm quick connect terminals, and 
EMC shield. It accepts one or two 5 x 20mm fuses and is shock safe according to EN/IEC 60127-6, PC2. A 
simple 28.8 x 47.9mm (1.14” x 1.88") cutout is needed. 4.8 x 0.8mm quick connect terminals. UL recognized, 
VDE approved. Fuse drawers ordered separately. Fuses available online or call. 
Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Panel Mount, 1-Pole Fuse Holder, Medical Version (M5), Protection Class II 
@ KMFO.2293.11 Plug 10A Quick Connect 74Y9927 30.24 
Panel Mount, 1-Pole Fuse Holder, Standard Version 
F1.1291.11 Plug 10A Quick Connect 24C7808 Silene 
F1.1211.11 Plug 1A Quick Connec' 24C7801 = 
F1.1221.11 Plug 2A Quick Connec' 24C2059 26.12 
F1.1261.11 Plug 6A Quick Connect 84K0218 26.12 
Mount, 2-Pole Fuse Holder, Medical Version (M5), Protection Class | 
F1.1193.11 Plug 10A Quick Connect 24C7800 39.63 
@ KMF1.1123.11 Plug 2A Quick Connect 24C7794 32.99 
Panel Mount, 2-Pole Fuse Holder, Medical Version (M5), Protection Class II 
@ KMFO.2193.11 Plug 10A Quick Connect 74Y9926 32.99 
@ KMFO0.2113.11 Plug 1A Quick Connect 749922 27.76 
@ KMFO.2123.11 Plug 2A Quick Connec' 74Y9923 27.76 
@ KMFO.2143.11 Plug 4A Quick Connect 74Y9924 27.76 
@ KMFO.2163.11 Plug 6A Quick Connect 74Y9925 27.76 
Panel Mount, 2-Pole Fuse Holder, Standard Version 
@ KMF1.1191.11 Plug 10A Quick Connect 84K0217 34.68 
@ KMF1.1161.11 Plug 6A Quick Connect 84K0216 34.68 
Fuse Drawer 
For Use Price Each 
Mfg. Part No. Type With Stock No.| 1-1-9+ 
@ 4301.1401 | Fuse Drawer, Fingergrip, 2-Pole |DD11, 12, ee KEA, KFA, | 50F2871 5.40 
@ 4301.1405 | Fuse Drawer, Fingergrip, 1-Pole |DD11, 12, os KEA, KFA, | 84K0272 3.14 
@ 4301.1407 | Fuse Drawer, Extra-Safe, 1-Pole |DD11, 12, abe KEA, KFA, | 84K0273 3.14 
@ 4301.1403 | Fuse Drawer, Extra-Safe, 2-Pole|DD11, 12, 21, 22, KEA, KFA,| 96F8302 5.40 
KMF 


PIM_69025 


CE AND CG SERIES LINE FILTERS E.SCHURTER 


ELECTRONIC COMPONENTS 
RoHS 
Compliant 
Available 


CG 


CE and CG series line filters have AC connector and interchangeable fuse drawers for 1/4 x 1-1/4” or 5 x 20mm 
fuses. Available with single- or double-pole shock-safe fuse holder and series parallel voltage selection, order 
seperately. Quick-connect terminals are 4.8 x 0.8mm. CG series (DPST) have 35A in-rush current; dimensions: 
97H x 30W x 69mmD. CE series dimensions: 69.5H x 30W x 69mmD. UL recognized, CSA certified, VDE 
approved. 


Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Panel Mount, CE Series — Medical Grade, 2-Pole 
@ CELO.6100.151 Plug 10A Quick Connec' 84K0194 59.46 
Panel Mount, CE Series — Standard Grade, 2-Pole 
@ CE60.6100.151 Plug 10A Quick Connect 88K1048 66.53 
@ CE10.6100.151 Plug 1A Quick Connect 91F6392 65.20 
@ CE20.6100.151 Plug 2A Quick Connect 88K1046 66.53 
@ CE30.6100.151 Plug 4A Quick Connect 88K1047 55.22 
Panel Mount, CG Series — Medical Grade, 2-Pole 
@ CGLO.6101.151 Plug 10A Quick Connec' 88K1879 97.13 
@ CGC0.6101.151 Plug 4A Quick Connec' 84K0195 97.13 
@ CGE0.6101.151 Plug 6A Quick Connect 88K1049 97.13 
> CONTINUED > 
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CE AND CG SERIES LINE FILTERS (CONT.) 


Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Panel Mount, CG Series — Standard Grade, 2-Pole 
@ CG60.6101.151 Plug 10A Quick Connect 1806116 90.20 
@ CG10.6101.151 Plug 1A Quick Connect 91F6400 90.20 
@ CG30.6101.151 Plug 4A Quick Connect 88K1050 90.20 
Accessories 
For Use Price Each 
Mfg. Part No. Description Type With Stock No.|  1-1-9+ 
@ 4305.0048.01 | 1, 3 or 4 switch | Voltage Selector Insert | Power Entry Modules | 50F2859 9.95 
positions: 100, 
120, 220, 240V 
@ 4305.0027 1/4" x 1-1/4" Fuse Drawer Power Entry Modules | 50F2862 = 
PIM_19262 
Fuse Holders 
Voltage Price Each 
No. of Rating 
Mfg. Part No. Fuses Current VAC Stock No. 1-9+ 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4” 
@ 4305.0012 2 10A 250V 84K0295 — 
Cartridge Fuse Holder, Quick Connect, 5mm x 20mm 
@ 4305.0001 2 10A 250V 50F2860 8.11 
PIM_5511696 
MIDGET 3-POLE / 3-WIRE NON- @ eet iat Coe 
GROUNDING LOCKING PLUGS, foment HUBESELL ) 


CONNECTORS, AND RECEPTACLES 


HBL7485 


Wiring Device-Kellems 


HBL7484 
HBL7486 HBL7487 
Mfg. part nos. HBL7484, HBL7485 fit cord diameter 0.281-0.421” (7.14-10.69). 15A, 125VAC/DC. Phenolic 
blade holder, nylon cord grip. Cord grip finish is black oxidized. NEMA receptacle ML-3R. UL listed. 
Voltage Price Each 
Current Rating 

Mfg. Part No. Gender Rating VAC Color Stock No. 1-4+ 
Connector Body 
@ HBL7484 Receptacle 15A 250V Black 38F505 46.13 
Cord Plug 
@ HBL7485 Plug 15A 250V Black 38F504 33.42 
Flanged Inlet 
@ HBL7486 Plug 15A 250V Black 38F506 42.87 
Flanged Receptacle 
@ HBL7487 Receptacle 15A 250V Black 38F507 51.98 
PIM_2874 
2-POLE, 3-WIRE GROUNDING STRAIGHT BLADE DEVICES =~ ° 

(HUBBELL ) 
SS 


Wiring Device-Kellems 


RoHS _ 
Compliant 
Available 


en 


HBL5278C 


HBL5240 


HBL5279C 


Flanged inlets and outlets are excellent solutions to bring power in or out of panels and encl 
125VAC or DC. 2-pole, 3-wire. Receptacle 5-15R. Plug 5-15P. 


losures. 15A, 


Voltage Price Each 
Current Rating aaa 
Mfg. Part No. Gender Rating VAC Color Stock No. 1-4+ 

Flanged Inlet 

@ HBL5278C Plug 15A 125V White 46F1292 37.35 
Flanged Inlet, Miniature Style 

@ HBL5240 Plug | 15A 125V Brown 81F2898 52.32 
Flanged Receptacle, Back Wire Grounding 

@ HBL5279C Receptacle | 15A 125V White 70B1743 51.53 
PIM_2870 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


MIDGET TWIST-LOCK™ DEVICES Faw 


@) RoHS . 
Compliant 
Available NIT? yD 


Wiring Device-Kellems 


HBL7593 


HBL7594 


HBL7595 HBL7596 
15A, 125VAC or DC. NEMA receptacle ML-2R. Plug ML-2P. UL listed. For plug or connector with insulation 
displacement terminal, add suffix V to mfg. part no. 
Voltage Price Each 
Current Rating 
Mfg. Part No. Gender Rating VAC Color Stock No. 1-4+ 
Connector Body 
@ HBL7593 Receptacle 15A 125V Black | 32F742 44.78 
Cord Plug 
@ HBL7594 Plug 15A 125V Black 32F743 34.09 
Flanged Inlet 
@ HBL7595 Plug 15A 125V Black 38F523 38.93 
Flanged Receptacle 
@ HBL7596 Receptacle 15A 125V Black 38F524 46.02 
PIM_2876 
3-WIRE TWIST-LOCK DEVICES Fre 
See / 
DS \NOZZA 


a Wiring Device-Kellems 


RoHS 
Compliant 
Available 


ELECTRICAL CONNECTOR PRODUCTS 
RECEPTACLES — ELECTRICAL 


STRAIGHT BLADE HOSPITAL-GRADE RECEPTACLES (CONT.) 


Voltage Price Each 
Current Rating ose 
Mfg. Part No. Rating VAC Color Stock No. 1-4+ 
Tamper Resistant, 2P3W, NEMA 5-20R 
@ HBL8300SGIA 20A 125V lvory 88H7589 112.47 
@ HBL8300SGRA 20A 125V Red 88H7590 112.47 
@ HBL8300SGWA 20A 125V White 79C4399 112.47 
PIM_2854 
2-POLE, 3 WIRE STRAIGHT BLADE RECEPTACLES Fro, 
HUBBELL ) 
NO 


Wiring Device-Kellems 


RoHS — 
Compliant 
Available 


HBL5242, HBL5252, 
HBL5262, HBL5662, 
HBL5362 


a 
~ 


HBL5256, HBL5258 


HBLS5261 


HBL5284 


Impact-resistant nylon except mfg. part nos. HBL5256 and HBL5258 which are phenolic. UL listed, CSA 
certified. 


Voltage Price Each 
@) Current Rating ae 
Mfg. Part No. Rating VAC Color Stock No. 1-4+ 
. . o | Compact Heavy Duty Specification Grade, NEMA 5-15R 
y @ HBL5256 15A 125V Brown 32F746 44.73 
neiaseee @ HBL5258 15A 125V Brown 30F1300 22.01 
@ Heavy duty panel-mount design for demanding Brass casings have polished nickel finish Heavy Duty Intermediate Grade, Duplex, NEMA 5-15R, Side Wire Only 
e a nylon construction, back wire only : a ae er lset ie ey ErOwn Sze 18:09) 
z : Heavy Duty Specification Grade, Duplex, NEMA 5-15R, Back and Side Wire 
casient lan |Price Each =“ @ HBL5252 15A 125V Brown 32F749 24.63 
Mfg. Part No. Gender Rating VAC Color Stock No. 4-44 Heavy Duty Specification Grade, Duplex, NEMA 5-15R, Back and Side Wire, Isolated Ground 
Flanged Inlet, 3P3W, Non-NEMA, White Nylon @ HBL5262 15A 125V Brown 34F1154 36.53 
@ HBL3325C Plug 20A 250V White 44F1500 60.87 Heavy Duty Specification Grade, Duplex, NEMA 5-20R, Back and Side Wire 
Flanged Inlet, 3P4W, L15-30R, White Nylon @ HBL5362 20A 125V Brown 35B721 46.94 
@ HBL2425 Plug 20A 250V White 52F9728 65.25 Heavy Duty Specification Grade, Duplex, NEMA 6-15R, Back and Side Wire 
Flanged Receptacle, 2P3W, L5-30R, White Nylon @ HBL5662 15A 250V Brown 44F1496 48.55 
@ HBL2616 Receptacle 30A 125V White | 52M9858 98.89 Heavy Duty Specification Grade, Duplex, NEMA 6-20R 
Flanged Receptacle, 3P4W, L15-30R, White Nylon @ HBL5462 20A 250V Brown 35B739 54.76 
@ HBL2726 Receptacle 30A 250V White 14C5069 415.09 Heavy Duty Specification Grade, NEMA 5-15R 
PIM_2866 @ HBL5261 15A 125V Brown 44F1499 37.09 
= Panel Mount, NEMA 5-15R 
STRAIGHT BLADE HOSPITAL-GRADE RECEPTACLES i. Ae ss ea aps i a 
HUBBELL ) PIM_2881 
4, SSW ZZ 
E mmungpevsesetem® USB CHARGER RECEPTACLES 
qn Geeeinpian Features HUBBELL ) 
va Available © Two USB ports 3 Amp, 5VDC, Type A, 2.0 SSAA ZZ 


@ 


Hubbell “Hospital Grade” receptacles are designed to withstand the severe conditions and abuse that is unique 


to the hospital environment. Mate with 8200 and 8300 series hospital-grade plugs. 2-pole, 3-wire grounding. 
8200 series: 15A, 125V. 8300 series: 20A, 125V. UL listed. 
Voltage Price Each 
Current Rating 
Mfg. Part No. Rating VAC Color Stock No. 1-4+ 

2P3W, NEMA 5-15R 

@ HBL8200 15A 125V Brown 31F1336 55.87 

@ HBL8200GY 15A 125V Grey 35B819 55.87 

@ HBL8200HI 15A 125V Ivory 35B823 ATAT 

@ HBL8200HW 15A 125V White 35B827 ATAT 
2P3W, NEMA 5-20R 

@ HBL83001 20A 125V Ivory 35B861 49.22 
Compact, 2P3W, NEMA 5-20R 

@ HBL8300HG 20A 125V Grey 35B857 51.85 

@ HBL8300HI 20A 125V Ivory 35B858 51.85 

@ HBL8300HRED 20A 125V Red 35B859 51.85 

@ HBL8300HW 20A 125V White 35B860 51.85 

> CONTINUED > 
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Wiring Device-Kellems 


RoHS — 
Compliant 
Available 


© Tamper-Resistant (TR) decorator duplex 
@ Green LED indicator to show USB power available 
@ Impact and chemical resistant 
© Back and side wire for solid or stranded wire 
© Flush fit design 
Specifications 
@ Electrical ratings: 125VAC, USB 3 Amp, 5VDC 
@ Input voltage: 125VAC, 60Hz 
© Circuit feed-through 20 Amp, 125 Volt 
© #10-14 AWG gauge wire terminals 
© Dielectric withstand: 2000V 
© Operating temperature: maximum continuous 
75°C; minimum -40°C (without impact) 
@ Meets UL94 for 5V flammability rating 
© Complies with battery charging specification 
USB BC1.2 
Hubbell'’s USB Charger Receptacles provide both USB and electrical power in a standard single gang electrical 
opening. Designed to provide more charging options for personal electronics, the USB ports are capable of 
charging two tablets simultaneously. The tamper-resistant Style Line® decorator outlets provide additional 
power for appliance use. Ideal for use in renovation and replacement of existing receptacles to add capacity for 
USB charging. Especially suited for use in universities, dormitories, hotels, hospitals, medical labs, restaurants, 
airports, classrooms and homes. Perfect for new construction. 


© Compatible with USB 1.1/2.0/3.0 devices 
© Complies with Part 15 of the FCC rules 
® cULus listed to UL498 and UL1310 
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ELECTRICAL CONNECTOR PRODUCTS 


RECEPTACLES — ELECTRICAL 


USB CHARGER RECEPTACLES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SNAPConnect® USB CHARGER DUPLEX RECEPTACLES (CONT.) 


Voltage Price Each Voltage Price Each 
Current Rating Current Rating 
Mfg. Part No. Rating VAC Color Stock No. 1-4+ Mfg. Part No. Rating VAC Color Stock No. 1-4+ 
Hospital Grade Standard Grade 
@ USB8200GY 15A 125V Grey 88W3573 = @ SNAP15USB 15A 125V Brown 82X5476 66.29 
@ USB8200! 15A 125V vory 88W3574 = @ SNAP15USBGY 15A 125V Grey 82X5478 66.29 
@ USB8200R 15A 125V Red 88W3575 — @ SNAP15USBI 15A 125V Ivory 82X5479 71.06 
@ USB8200W 15A 125V White 88W3576 — @ SNAP15USBW 15A 125V White 82X5481 43.19 
@ USB8300GY 20A 125V Grey 88W3577 _ @ SNAP20USBLA 20A 125V Almond 82X5486 40.00 
@ USB8300! 20A 125V vory 88W3578 — @ SNAP20USBBK 20A 125V Black 82X5483 40.00 
@ USB8300R 20A 125V Red 88W3579 — @ SNAP20USB 20A 125V Brown 82X5482 40.00 
@ USB8300W 20A 125V White 88W3580 — @ SNAP20USBGY 20A 125V Grey 82X5484 41.84 
Standard Grade @ SNAP20USBI 20A 125V Ivory 82X5485 40.00 
@ USB15X2XGY 15A 125V Grey 47/9280 = @ SNAP20USBW 20A 125V White 82X5487 40.00 
@ USB15x2! 15A 125V vory 47W9281 42.28 PIM_213159 
@ USB15X2W 15A 125V White 47W4056 ere 
BUSH Z0XGY, ah es Grey STNS2EE = Circuit Guard® SURGE SUPPRESSION DUPLEX ae 
@ USB20x2! 20A 125V lvory 47W9283 -- RECEPTACLES (HUBBELL ) 
@ USB20X2W 20A 125V White 47W4059 = DSL 
Wiring Device-Kellems 
PIM_209528 
GBims ; 
Compliant 
Available 
USB CHARGER 4 PORT OUTLETS Fre a 
Features (HUBBELL 
© Four USB ports 5 Amp, 5V DC, type A, class 2.0 S\N 


© Switch activated port door; when opened delivers power, 
when closed shuts off power 

® Green LED indicator to show USB power available 

@ Heavy duty stainless steel USB ports; rated for 10,000 
cord insertions and removals 

© Solid or stranded wire use: 

@ - Hot + Neutral: back wire compression clamp 

@ - Ground: back or side wire 

Specifications 

USB 5 Amp, 5V DC 


Wiring Device-Kellems 


@ Input voltage: 125V AC, 60Hz 
@ Zero no load power consumption when not-in-use 
® Circuit feed-through 20 Amp, 125 Volt © Operating temperature: -40° to 75°C (without 
© #14-10 AWG gauge wire terminals impact) 
® Dielectric withstand: 1500V AC for 1 minute © Meets UL94 for 5V flammability rating 
Hubbell’s USB 4 Port Charger provides USB power in a standard single gang electrical opening. Designed to 
provide maximum charging for personal electronics, the USB ports are capable of delivering a total of 5 amps 
to multiple electronics simultaneously. The outlet features a USB port door, which when opened enables power, 
when closed all power is switched off. This eliminates all current flow for a “zero” no load draw. Buildings looking 
to provide 100% green efficiency in power delivery will maximize LEED and energy design. 
Voltage Price Each 
Current Rating 

Mfg. Part No. Rating VAC Color Stock No. 1-4+ 
@ USB4LA 5A 125V Almond 49X0290 = 
@ USB4BK 5A 125V Black 49X0287 = 
@ USB4 5A 125V Brown 49X0286 ee 
@ USB4GY 5A 125V Grey 49X0288 a 
@ USB4I 5A 125V Ivory 49X0289 Bes 
@ USB4W 5A 125V White 17X2670 ees 
PIM_212157 
SNAPConnect® USB CHARGER DUPLEX RECEPTACLES Frowy 
Features gy” 
© Two USB ports 3 Amp, 5V DC, type A, class 2.0 SALZz 


© Tamper-Resistant 125 VAC Style Line® decorator duplex 
receptacle 

Standard and Hospital grade 

cULus listed to UL498 and UL1310 

cETLus listed to UL1310 (SNAPConnect®) 

@ SNAPConnect® USB Charger 


Hubbell’s USB Charger Duplex Receptacle provides 
both USB and electrical power in a standard single gang 
opening. Designed to provide maximum charging for portable 
electronics, the USB ports are capable of charging two tablets 
simultaneously. 


Wiring Device-Kellems 


RoHS _ 
Compliant 
Available 


Voltage Price Each 
Current Rating 
Mfg. Part No. Rating VAC Color Stock No. 1-4+ 
Hospital Grade 
@ SNAP8300USBLA 20A 125V Almond 82X5492 = 
@ SNAP8300USBBK 20A 125V Black 82X5489 = 
@ SNAP8300USB 20A 125V Brown 82X5488 = 
@ SNAP8300USBGY 20A 125V Grey 82X5490 13.50 
@ SNAP8300USBI 20A 125V vory 82X5491 a 
@ SNAP8300USBR 20A 125V Red 82X5493 oe 
@ SNAP8300USBW 20A 125V White 82X5494 Bee 
Standard Grade 
@ SNAP15USBLA 15A 125V Almond 82X5480 66.29 
@ SNAP15USBBK 15A 125V Black 82X5477 66.29 
> CONTINUED > 


526 


Standard Grade Hospital Grade 
Feature indicator light and alarm. 210 joules/13000A per mode. UL listed, 15A versions are CSA certified. 


| Voltage Price Each 
Current Rating 
Mfg. Part No. Rating VAC Color Stock No. 1-9+ 
Hospital Grade 
@ HBL8362SA 20A 125V Blue 66W0847 216.44 
@ HBL8362ISA 20A 125V Ivory 88H7592 216.44 
@ HBL8362RSA 20A 125V Red 88H7593 216.44 
@ HBL8362WSA 20A 125V White 88H7594 216.44 
Standard Grade 
HBL5262SA 15A 125V Blue 87F1052 470.06 
HBL5262IS 15A 125V Ivory 87F1053 = 
@ HBL5362SA 20A 125V Blue 49H6339 210.39 
@ HBL5362WSA 20A 125V White 66W0846 210.39 
Standard Grade, Isolated Ground 
@ 1G5362SA | 20A | 125V Blue 88H8298 232.56 
PIM_15245 
ARC FAULT RECEPTACLES 
flak ) a 
k Wiring Device-Kellems 
(fica | Osan 
Heh Available 
dep 
Tamper-Resistant Outlets Blank Face 
Features ments for Arc Fault Circuit Interruption 
@ For commercial and residential applications @ Helps to protect against electrical fires originating 
© Meets the latest National Electric Code Require- from arcing faults 
Voltage Price Each 
Current Rating 
Mfg. Part No. Rating VAC Color Stock No. 1-4+ 
Blank Face 
@ AFR20BF 20A 120V vory 82X4793 112.33 
@ AFR20BFW 20A 120V White 82X4794 112.33 
Tamper-Resistant Outlets, Arc Fault 
@ AFRISTRLA 15A 120V Almond 82X4791 405.12 
@ AFR15TRBK 15A 120V Black 82X4788 105.12 
@ AFRI5TR 15A 120V Brown 82X4787 105.12 
@ AFR15TRGY 15A 120V Grey 82X4789 105.12 
@ AFRISTRI 15A 120V vory 82X4790 105.12 
@ AFRISTRW 15A 120V White 82X4792 105.12 
@ AFR20TRLA 20A 120V Almond 82X4799 112.33 
@ AFR20TRBK 20A 120V Black 82X4797 112.33 
> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


ELECTRICAL CONNECTOR PRODUCTS 


RECEPTACLES — ELECTRICAL 


ARC FAULT RECEPTACLES (CONT.) DIN RAIL OUTLET BOXES We ia 
Voltage Price Each @ Power input blocks have CAGE CLAMP® technology , include pre-marking for JASE 
Current Rating ae safe wiring ~ . RoHS 
Mfg. Part No. Rating VAC Color Stock No. 14+ ® Mounts to existing DIN rail in cabinet Gee simpiat 
T: Resistant Outlets, Arc Fault © Single part number for easy ordering and Available 
amper-Resistant Outlets, Arc Fau reduced inventory 
@ AFR20TR 20A 120V Brown 82X4796 112.33 ® Eliminates drilling extra holes 
@ AFR20TRGY 20A 120V Grey 82X4795 112.33 © Ground pin on top to avoid accidental shorting of 
= hot and neutral pins 
@AFR2OTRI | OA 120V ory, | 82KA798 | 112.33 © Built-in test point for easy troubleshooting 
@ AFR20TRW 20A 120V White 82X4800 112.33 © Wire size: 28-12 AWG 
PIM_213158 
® 
ISOLATED GROUNDING RECEPTACLES Za Sie 
eninge” 
re 0) O20 SSA Zz Voltage Price Each 
my = : Wiring Device-Kellems Current Rating 
a as Mfg, Part No. Rating VAC Stock No. 1-44 
Compliant 
EOS avalabie Duplex Outlet 
51017543 15A 120V 28K2210 72.03 
8002-025/K050-613/000-5400 20A 120V 28K2209 84.20 
GFCI Outlet 
; Es 51018351 15A 120V 28K2212 112.30 
6) ae Accessories 
1G2610 IG15CR IG20CR For Use Price Each 
Hubbell Isolated Grounding Devices provide a safe, clean and noise free ground by isolating the ground contacts Mfg. Part No. Description Type With Stock No.| 1-1-24+ 
from the mounting strap. The isolated ground circuit is completed by running a dedicated insulated ground wire © 210-113 7 Carrier Rail Terminal Blocks 28K2047 | 23.52 
from the system ground buss to the green grounding screw on the device itself. Orange nylon, flush receptacles - 
wire isolated ground. All are 125 volts. @ 249-116 | Screwless End Stop | Screwless End Stop | 35mm DIN Rail Mount) 28K2138 1.89 
- Terminal Blocks 
Voltage Price Each 
Current Rating PIM_84754 
Mfg. Part No. Rating VAC Color Stock No. 1-4+ a _______ 
SIGIECR 158 JOY Orange ISMBREO 16.71 DRAC DIN RAIL AC RECEPTACLE BOXES idmii 
@1G20CR 20A 125V Orange 16M8988 17.86 = Weidmiiller = 
@ 1G2610 30A 125V Orange 34F1158 87.30 A \Y us 
PIM_2885 
DIN RAIL UTILITY BOXES aw 
F - HUBBELL ) 
SS\\ Zz 
Wiring Device-Kellems 
AG 
6720005423 
@ Easy to wire with GFCI 
@ Panel mountable @ NEMA rated enclosure with UL94V-0 flammability 
@ Easily snaps onto 35mm DIN-rail rating 
@ 15A or 20A versions © Cover material: PBT/polycarbonate blend 
BRUBGFIIGAC @ Available with ground fault current interrupt (GFCI) @ Base material: Polyamide 6/6 30% GF 
ee P P : 3 or standard duplex outlets @ UL508A, UL recognized 
: igs Pier dla tis att a . a ek an een hoe © Option for visual indication of power included © Accepts 20-10 AWG solid or stranded wire 
e1NCa) On NOliZ Mal MOUNL1O-Exleung a OARS SeISCreW GESIgu iter minal DCG DIN-Rail receptacles are enclosed 15A and 20A power outlets that provide a convenient power source for 
© Wide variety of device options : : : 
; ei si 3 : portable computers or test devices for in-the-panel troubleshooting. 
Offers a labor-saving way to provide utility power to any control cabinet. All grey housing, faceplate and = 
receptacle that blend well in control cabinet applications. Standard duplex (15A and 20A), ground fault circuit Voltage Price Each 
interrupting or isolated ground versions. Dual snap design allows all Hubbell DIN rail utility boxes to be mounted Current Rating 
vertically or horizontally. Spring-loaded DIN rail snaps provide secure fastening to any 35mm DIN rail. Terminal Mfg. Part No. Rating VAC Color Stock No. 1-4+ 
blocks feature a set screw design for easy wiring. Removable inserts allow for the relocation of the terminal block Duplex Outlet 
on any of the DIN rail utility boxes. UL recognized, CSA certified. 6720005421 15A 125V Black 08R2332 41.19 
rr a | Price Each_ 6720005420 20A 125V Black 08R2331 44.66 
Mfg. Part No. VAC Rating Stock No. 1-244 GFCI Duplex Outlet 
Duplex Receptacle 6720005422 15A 125V Black 08R2333 69.34 
DRUB15 125V 145A 57H7336 103.48 6720005423 20A 125V Black 08R2334 = 
DRUB20 125V 20A 81H6615 104.61 PIM_147806 
Duplex Receptacle with 5A Circuit Breaker 
DRUB15CB5 125V 15A 2915021 123.75 ~~ FLEXIBLE NONMETALLIC ELECTRICAL 
GFCIDuplexReceptacle FS CCCCCC™C“‘CNT EC CONNECTORS AlphaWire 
DRUBGFI15 125v 15A 67H5734 160.55 Cables you trust. Service you deserve. 
GFCI Duplex Receptacle with Auxiliary GFCI Contacts aatis 
DRUBGFI15AC 125V 15A 81H6609 204.05 Geeiinpian 
Available 
PIM_73464 


WG 


Cut costs, not corners with 


Right-Angle Straight 
@ Liquid-tight nonmetallic nylon connectors in straight © Resists salt water, weak acids, gas, alcohol, oil, 


e or right-angle configuration grease and common solvents 
multicomp Board & Box Components 


> @ Ideal match with Alpha’s FNT series black, @ Flammability rating UL 94V-2 
newark.com/multicomp electrical PVC flexible tubing © Operating temperature +125°C 
© Supplied with o-ring and steel locking nut @ UL recognized, CSA certified 
PIM_5624836 
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ELECTRICAL CONNECTOR PRODUCTS @ Indicates RoHS Compliant 4] Find Datasheets Online 


CONDUIT — CONNECTORS 


FLEXIBLE NONMETALLIC ELECTRICAL CONNECTORS (CONT.) LIQUIDTIGHT FLEXIBLE METAL CONDUIT CONNECTORS (CONT.) 
A © One-piece metal units install quickly with low © Neoprene seal ring eliminates locknut 
Mfg. Part N haa Col Stock N a torque effort @ Nylon-insulated throat 
9.E Ar NO. ie ig eck) 2 ® Straight version contructed of steel @ Tapered hub threads 
Nylon (Polyamide), Right-Angle @ 45° angle and 90° angle versions constructed of | © Temperature range -34°C to +105°C 
@ RLC1 BKO76 4 Black 28B6275 a malleable iron @ ULlisted, CSA certified 
@ RLC3I8 BKO80 38 Black 85K9575 = e oa electro zinc plating with chromate © Mfg. part no. 5342 sold in packages of 25 
Nylon (Polyamide), Straight = 
voniFoy ) 12 Black BGKE704 Trade External Internal Price Each 
@ SLC1/2 BK080 a0 4.36 Mfg. Part No. Size Diameter Diameter Stock No. 1-4+ 
© SLC3/4 BK080 3/4 Black 86K8705 5.88 45° Angle, Malleable Iron, Electro Zinc Plated/Chromate Coating 
@ SLC3/8 BKO80 38 Black OGM3854 i © 5342 12" 34.29mm 12.7mm 94F3047 316.81 
PIM_6365 @ 5341 3/8 * 29.36mm 9.53mm 90F6111 16.33 
SS SS S000 oa aa 90° Angle, Malleable Iron, Electro Zinc Plated/Chromate Coating 
AMP FLEXIBLE CONDUIT CONNECTORS @ 5352 1/2“ 34.29mm 12.7mm 94F3078 Abie? 
Straight, Steel, Electro Zinc Plated/Chromate Coating 
@ 5332 1/2" 34.93mm 12.7mm 94F3076 6.63 
@ 5334-TB iy 47.63mm 25.4mm 90F2620 21.97 
Compliant @ 5333 3/4 * 42.06mm 19.05mm 94F3077 14.36 
Available PIM_6369 
POLYTUFF® I NONMETALLIC LIQUIDTIGHT CONDUIT GD 
_ = (HUBBELL ) 
SSW UZ 


Wiring Device-Kellems 


Right-Angle Straight-Thru els 
‘ol 
© Screws directly onto 3/8” (9.53) flexible steel or @ Provides low profile on both sides of mounting Geptinnian 
aluminum conduit surface Available 
@ No tools, screws, bushings, or locknuts required @ Rated 125°C max. 
for installation © Fully grounded ) G 
@ Snaps into knockout hole in panel or box @ UL listed 
External Internal | Price Each © PolyTuff® | conduit features rigid PVC core bonded ® Direct burial rated 
Mfg. Part No. Diameter Diameter Length Stock No. 1-9+ to flexible PVC jacke' © IP66 suitability 
Right-Angle @ Perfect replacement for metallic conduit @ UL listed, CSA certified 
© Cuts clean, no burrs to trim © Sold in 30.5m (100’) spools 
@ 207508-1 18.8mm 9.53mm 38.86mm 66F3452 eile Fi 
Straight-Thru External Sian 
@ 207370-1 21.336mm 9.53mm 25.4mm 92F4839 0.13 Mfg. Part No. Diameter Colour Length Stock No. 1-4+ 
PIM_62470 PVC (Polyvinylchloride), Trade Size 1/2” 
eee @ G1050 21.1mm Grey 100ft 41M3263 119.04 
BULLET® LIQUIDTIGHT FLEXIBLE NONMETALLIC Thomas@Betts PVC (Polwinyichlovie), Trade Size SA” 
CONDUIT CONNECTORS SS]]SS=S=== @G1075 26.4mm Grey 100ft 41M3264 167.40 
opin PIM_80247 
Compliant 
Available er 
ord @) @ —-XTRAFLEX™ COMMERCIAL-GRADE pone Thomas&Betts 
90° Angle TYPE B SYSTEMS CONDUIT de ——— = — 


Straight @) G 
Corrosion-resistant industrial fittings for conduit © Tapered ferrule fits variety of conduit diameters as 


e 

@ Install fast and easy and field cuts eit, Mine ‘ : . 

© High pullout resistance © Ideal for type B nonmetallic liquidtight conduit and ° Xtraflex™ black nonmetallic liquidtight conduit ° Other colors available; go online or call 

© Straight or 90°-angle versions flexible nonmetallic tubing © ULlisted, CSA certified © Sold in 30.5m (100) spools 

@ Black weather-stabilized thermoplastic body @ Meet NEMA 4, 6 standards Price per 

© Includes steel/electro-zinc plated locknut and @ ULlisted, CSA certified External Spool 
captivated sealing nitrile O-ring Mfg. Part No. Diameter Colour Length Stock No. 1-4+ 

Trade External Internal Price Each PVC (Polyvinylchloride) 

Mfg. Part No. Size Diameter Diameter Length Stock No. 1-4+ @ 10050 0.84” Black 100ft 90F2852 280.08 
90° Angle, Black Thermoplastic @ LTC075 1.05” Black 100ft 90F2853 407.42 
@ LT950P 12" | 36.76mm_ | 13.87mm_ | 523mm __[ReSmaaE es @L7C100 1315" Black 1008 48F2940 547.23 
@ LT9100P 1 §2.53mm 23.88mm 71.88mm 93F7746 37.07 Per 
@ LT975P 3/4 “ 44.2mm 18.8mm 60.25mm 93F7745 10.77 > 
@ LT938P 3/8 “ 34.39mm 10.59mm 49.53mm 93F7743 11.36 si cis ; 

Straight, Black Thermoplastic XTRAFLEX™ CORRUGATED FLEXIBLE Compliant Thomas&Betts 
@ LT50P 12" | 36.78mm | 13.97mm | 56.03mm | 93F7731 6.96 NONMETALLIC TUBING Belles = 
@ LT125P 1.25“ 63.35mm 31.93mm | 74.02mm 93F7734 31.48 beable AY G 
@ LT150P 1.5° 70.71mm 36.91mm 79.25mm 93F7741 28.69 
@ LT100P 1* §2.53mm 23.88mm 67.28mm 93F7733 15.71 
@ LT75P 3/4 * 44.2mm 18.8mm 59.41mm 93F7732 9.05 e Xtraflex™ corrugated tubing offers maximum © Color: black ; 
era 36" [o4inm [Yasin | stnm [warren [eae pathy an apsetoe eee 
PIM_6368 © Smooth inner diameter permits easy wire pulling 
He oe 
2 poo! 
LIQUIDTIGHT FLEXIBLE METAL CONDUIT Thamas@Betts ws raanp_| Sitmtr | wise | ang | soxtno, [ta 
RoHS @ EFC038 0.71" 9.53mm 30.56mm 90F2857 224.27 
SS P Gepeinoiat @ EFC050 21.34mm 12.7mm 30.5mm 90F2840 349.06 
@ EFCO75 1.05” 19.05mm 30.5mm 90F2841 221.59 
S ® G @ EFC150 1.9” 38.1mm 15.24mm 93F7749 917.21 
see Angie @ EFC100 1.315” 25.4mm 30.56mm 90F2842 940.04 
45° Angle @ EFC200 2.375" 50.8mm 15.24mm 93F7735 1278.28 
Straight PIM_40271 
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LIQUATITE® SHIELD-FLEX™ EMI/RFI SHIELDED, 


electri-flex 


ELECTRICAL CONNECTOR PRODUCTS 


LIQUATITE® CORRLOK® SYSTEM NYLON CONDUIT (CONT.) 


CONDUIT — FLEXIBLE 


FLEXIBLE, LIQUIDTIGHT CONDUIT Price per 
7778 “pun Wiitben: External Trade/ Spool 
aia al dk Soy Mfg. Part No. Diameter Hub Size Colour Length Stock No. 1-4+ 
Type SLA Type HFSLA Type EMS Nylon 6 (Polyamide 6), Type CLFR 
)_ ==: @ 85003 15.8mm 3/8” Black 501 6271654 a 
: @ 85013 21mm 1/2" Black 50ft 5674636 = 
Type HFEMS de Type HFEMCS © 85023 28.5mm 34" Black 50ft 6211657 = 
Features: strip inner core RoHS jj 
© Types SLA™, EMS™, EMCS™ protective PVC © Types EMCS™, HFEMCS™ fully Gee sinpian Nylon 6 (Polyamide 6), Type CLL _ 
jacket resists oils, acids, alkaline and UV light interlocked bronze strip inner core © 792818 28.5mm 3/4 Black 50 5674460 = 
@ Type HFSLA™ , HFEMS™, HFEMCS™ plus a tinned copper braid shield @ 790818 15.8mm 3/8" Black 50ft 6271577 -—- 
halogen-free, low-smoke, low-flame spread (90% coverage) " =o 
polyurethane jacket © Types EMS™, EMCS™, HFEMS™, HFEMCS™ edit tale zion ue ae ain SaTISE 
© Types SLA™, HFSLA™ steel inner core plus a working temperature: -55°C to 105°C @ 794816 42.5mm 1-1/4 Black 50! 4875293 — 
tinned copper braid shield (90% coverage) © All types accept standard metallic liquidtight fittings @ 793816 34.5mm At Black 501 5674464 as 
e Types SLA™, HFSLA™ working temperature: resulting in a sealed, waterproof raceway when @ 795816 545mm Te" Black 50 6178114 = 
-20°C to 60°C assembled 
© Types EMS™, HFEMS™, fully interlocked bronze @ Additional sizes are available; go online or call PIM_197895 
Price per 
Trade! |_ Spool = SHIELD-FLEX™ TYPE HFEMS™ EMI/RFI SHIELDED n 
Mfg. Part No. Hub Size Colour Length Stock No. 1-4+ CONDUIT electri-flex 
PUR (Polyurethane), Bronze, Tinned Copper Braid, Type HFEMCS™ malig 
@ 36007 3/8” Black 50ft 6178116 = aia Ciuatite'sHieL FLeEx — TYPE HreMS GeReinpan 
@ 86107 112" Black 50ft 6178118 = cai Tar ee 
; eatures: cepts standard metallic liquidtight fittings 
© 86207 3/4 Black S0ft 4875327 nore © Polyurethane jacket has excellent flame retardancy resulting in a sealed, waterproof raceway when 
@ 86307 1" Black 50ft 4875329 1995.20 and low smoke characteristics assembled 
PUR (Polyurethane), Bronze, Type HFEMS™ © Fully interlocked bronze strip inner core © Working temperature: -40°C to 80°C. 
: a Type HFEMS™ liquidtight flexible shielding conduit is designed for field installations where safety concerns exist 
@ 78207 a8 Black Soft eienes 483.05 regarding a material's reaction in a fire situation. Acidic gases such as hydrogen chloride, hydrogen fluoride and 
@ 78217 1/2" Black 50ft 6178068 1131.21 hydrogen bromide are virtually eliminated as products of combustion. 
© 78237 Black 50ft 4875234 2427.38 Pricaper 
@ 78227 3/4” Black 50ft 4875232 1615.05 Trade/ Spool 
@ 78252 4-1/2” Black 5Oft 4875236 wes Mfg. Part No. Hub Size Colour Length Stock No. 1-4+ 
PUR (Polyurethane), Steel, Tinned Copper Braid, Type HFSLA™ PUR (Polyurethane), Bronze, Type HFEMS™ 
@ 789017 3/8” Black 50ft 4875266 = @ 78207 3/8” Black 50ft 6178066 483.05 
@ 789127 1/2" Black Soft 6178096 = @ 78217 1/2" Black Soft 6178068 1131.21 
@ 789227 3/4” Black 50ft 6178100 = @ 78237 1? Black 50ft 4875234 2427.38 
@ 789327 1" Black 50ft 4875277 = @ 78227 3/4” Black 5Oft 4875232 1615.05 
PVC (Polyvinylchloride), Bronze, Tinned Copper Braid, Type EMCS™ @ 78252 1-1/2" Black 5Oft 4875236 = 
@ 78707 3/8” Black 50ft 6178074 -- PIM_197902 
@ 78717 1/2” Black 5Oft 6178076 =e 
@ 78727 aa’ Black Bott ABTS 289 oe LOW PROFILE NONMETALLIC CORD CONNECTORS ° 
@ 78737 " Black SOft 4875245 = NPT, PF and metric threads 
PVC (Polyvinylchloride), Bronze, Type EMS™ @ Allow termination of flexible cord and control cables 
© 78807 3/8" Grey BOF 6178082 me @ Provide strain relief with a liquidtight seal Wiring Device-Kellems 
© Keeps out dust, moisture, and other 
© 78817 1/2" Grey 50ft 6178084 an contaminants @) @ 
@ 78827 3/4” Grey 50ft 4875254 es e arin of ee : 
i ® Locking nut not included; order 
© 78837 i Grey SOft 615256 2246.83 separate below, go online or call 
PVC (Polyvinylchloride), Steel, Tinned Copper Braid, Type SLA™ © Meets UL94V-0 
@ 78907 3/8” Black 50ft 6178094 a © IP66 suitability 
© 78917 12 Black 50ft 6178098 = SUL Ieted CA cettiied 
@ 78927 3/4” Black 50ft 6178102 ae 
@ 78937 Ae Black 5Oft 4875279 — - 
Picterass Cable Cable Thread Price Each 
~ Mfg. Part No. Dia. Min. Dia. Max. Size Color Stock No. 1-9+ 
Nylon 6.6 (Polyamide 6.6), Metric Version M20 
LIQUATITE® CORRLOK® SYSTEM NYLON CONDUIT electri-flex @ SECM20G 4.3mm 41.4mm Grey 0144462 3.04 
Type CL Standard-Weight Conduit fais Nylon 6.6 (Polyamide 6.6), NPT Version 
Features: 8) OA PP A Gee einoiat @ SEC50BA 4.3mm 11.4mm 1/2”NPT Black 95H6628 5.55 
aie Laut Availab 
: Hee pull-oué 10 Ibs. (1/2"-and eee“ @ SECBOGA 4.3mm ‘14mm | ‘2NPT | Grey |  91F2300 AGS 
© Material: halogen-free Nylon 6 Index ASTM E 162, Smoke Generation @ SEC38BA 4.6mm 7.9mm 3/8NPT Black 0134480 4.44 
@ UL recognized as component file #E174249 600V, 105°C ASTM E 662, Toxic Gas Generation, and 46) 79 3/8NPT G 91F 2298 
© Vertical flame, liquidtight, UV and impact tested Bombardier SMP 800-C pe ne Mu = rey au 
© Working temperature: -40°C to 105°C intermitting to 150°C + @ Working temperature: -40°C to 105°C @ SEC75BA 1.4mm 18mm 3/4"NPT Black 0144481 9.06 
Type CLFR Low Fire Hazard Conduit Features: Type CLL Lightweight Conduit Features: @ SEC75GA 11.4mm 18mm 3/4’NPT Grey 81H1656 9.06 
© Fitting pull-out: 150 Ibs. (1/2” and larger) © Fitting pull-out: 40 Ibs. (1/2 and larger) @ SECI00GA 15mm 5.4mm NPT Gre 0104479 144 
© Material: halogen-free Nylon 6, UL94V-0 © Material: halogen-free Nylon 6 - - y a6 
© Excellent self-extinguishing characteristics and © Flexible for easy installation in tight spaces Nylon 6.6 (Polyamide 6.6), PG Version 
minimal smoke and toxic gas generation @ ULrecognized as component file #E174249 @ SECP7BA 2.9mm 6.4mm PG7 Black 010321 1.55 
© Ideal for confined inhabited areas, such as, public 600V, 105°C @ SECP7GA 2.9mm 6.4mm PG7 Gre 91F2306 
transit/rail vehicles, subway stations, tunnels © Vertical flame, liquidtight, UV and impact tested y 4.12 
© Tests include: UL 947 Vertical Burn, Flame Spread © ® Working temperature: -40°C to 105°C @ SECP13GA 4.3mm 11.9mm PG13.5 Grey 96H8935 2.01 
Liquatite® Corrlok® nylon conduit for use with Corrlok® connectors; ordered separately go online or call. @ SECP9BA 4.6mm 7.9mm PG9 Black 01J4476 4.27 
Additional conduit sizes are available; go online or call. @ SECP9GA 4.6mm 7.9mm PGQ Grey 01/4477 4.27 
Price per @ SECP11GA 5.8mm 10mm PG11 Grey 95H6643 5.14 
External Trade! Spool @ SECP16GA 5.8mm 13.5mm PG16 Grey 91F2314 5.64 
Mfg. Part No. Diamet Hub Si Col Length Stock No. 1-4+ ; . 
gah |__| ee ao |e a Nonmetallic Locknut — Sold in Packages of 100 
Nylon 6 (Polyamide 6), Type CL = 
© 79087 15.8mm 3/8" Black 50ft 6271579 62.05 -_ ves 
" ‘or Use Lee 
@ 79187 21mm 1/2 Black 50ft 6271583 75.17 Mfg. Part No. Type With Stock No.| _1-1-4+ 
© 79287 28;omnm aid Black _ 5674462 | 102.57 @ LNP7BPK100 | Non-Metallic PG7 Thread Locknut | Hubbell Low-Profle PG7| 02M8475| 47.80 
@ 79381 34.5mm 1” Black 50ft 5674463 — Cord Connectors 
PIM_14828 
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ELECTRICAL CONNECTOR PRODUCTS @ Indicates RoHS Compliant 4] Find Datasheets Online 


CORD GRIPS — GENERAL PURPOSE 


DB SERIES CORD GRIPS Amphenol® MINIATURE NYLON CORD CONNECTORS WITH AND WITHOUT SPIRAL 
Industrial (CONT) 
Rolls Hub | Cable Cable | Thread Price Each 
compan Mfg. Part No. Size | Dia.Min. | Dia.Max. | Size | Color | Stock No. 1-4+ 
@ Nylon (Polyamide), Cord Connector with Spiral, Sold Individually 
@ @ HJ1011B 0.25” 0.14” 0.2” 1/4 Black 35B1042 —_ 
@ HJ1012B 0.25” 0.2” 0.27” 1/4 Black 35B1043 — 
@ HJ1014B 0.375" 0.21" 0.28” 3/8 Black 35B1045 = 
@ HJ1014G 0.375" 0.21" 0.28” 3/8 Grey 89F3028 = 
@ HJ1015B 0.375" 0.28" 0.34” 3/8 Black 92B6515 — 
@ Provide strain relief for flexible cord and cable single-hole, oil-resistant grommet @ HJ10156 0.875" 0.28" 0.34" 3/8 Grey 89F3029 == 
© Ideal for internal uses, as well as conduit hub and — @ ‘Suitable for use in hazardous locations per @ HJ1038G 0.5” 0.13" 0.19" 1/2 Grey 89F2829 — 
eta ie mounting into threaded bodies or Pellet Bote Te Div. 2; Class Il, Div. @ HJ1040B 0.5” 0.25" 031" 12 Black 3581049 = 
with locknuts and 2; Class Ill, Div. 1 an = 5 : 
© Includes compression nut with washer and © ULlisted, CSA certified @ HJ1041GPK25 0.5 0.31 0.38 Ve Grey | 93F6911 14.79 
= @ HJ1042GPK25 0.5” 0.38” 0.44” 1/2 Gre’ 93F6912 E 
Cable Cable Thread Price Each : eer 7 : aS 
Mfg. Part No. Dia. Min. Dia. Max. Size Stock No. ade Nylon (Polyamide), Cord Connector with Spiral, Sold in Packages of 25 
Aluminium, Straight Body, Male Thread @ HJ1011GPK25 0.25” 0.14” 0.2" 1/4 Grey 9709224 182.16 
@ DB-7 3.17mm 6.35mm 1/2 3300683 4.68 @ HJ1012GPK25 0.25" 0.2” 0.27” 1/4 Grey 9709225 182.16 
@ DB-314 4.75mm 6.35mm 1/2 33C0677 18.27 PIM_73835 
@ DB-414 4.75mm 6.35mm 3/8 33C0681 es 
@ DB-3516 6.35mm 7.92mm 1/2 33C0679 = POLYTUFF® MALE G @ cae an 2 
@ DB-8 6.35mm 9.52mm 1/2 33C0685 = NONMETALLIC STRAIGHT Available. «= GUBEELL) 
a a a re ttititi‘é‘ésésr SSW\AZ2 
@ DB-338 7.92mm 9.52mm 112 3300678 22.70 LIQUIDTIGHT CONNECTORS in 
@ DB-9716 7.92mm 11mm 1/2 33C0690 = ; Rae ee nylon 
@ DB-3 9.52mm 411mm 122 3300676 17.74 ©. Corpsion resistant 
@ DB-4 9.52mm 1.1mm 3/8 33C0680 eas © Neoprene O-ring provides liquidtight seal 
@ DB-9 9.52mm 12.7mm 112 3300687 444 @ Removable ferrule aids installation and secures 
- - - conduit against pullout 
@ DB-10 12.7mm 15.9mm 1/2 33C0672 4.44 @ NEMA Type 4, 4X, 12 and 13 
@ DB-6 12.7mm 15.9mm 3/4 33C0682 = e Flammability: UL 94-V2 rating 
© DB-14 2.2mm 25.4mm 1 330675 = © ULiisted, CSA certified 
Ferrous Alloy, 90° Elbow, Male Thread 
@ DB-790 3.17mm 6.35mm 1/2 3300684 — Trade Price Each 
DB-990 9.52mm 12.7mm 12 33C0691 _ Mfg. Part No. Size Length Stock No. 1-49+ 
Ferrous Alloy, Straight Body, Male Thread Black 
@ DB-934 17.4mm 19.1mm 1/2 3300688 ae @ P100NBKA 4" 58.9mm 51M8960 15.99 
PIM_68745 Grey 
@ POSONGYA 1/2“ 54.4mm 93F6907 he 
MINIATURE NYLON CORD CONNECTORS RoHS ee «—_OPIZENGY 1414" 54,6mm 98F6426 33.93 
WITH AND WITHOUT SPIRAL Compliant = (HUBBELL @ PO75NGYA 3/4“ 56.4mm 93F6908 10.41 
Available SS PiM_60242 


Wiring Device-Kellems 


—= Gif SWIVELLOCK® MULTI-POSITION MALE NONMETALLIC een 
ey | (5 | {. (i LiquinticHt connectors (HUBBELL ) 
M4 Liquidtight with spiral © Swivels to any position from straight to 90° \ ied Bavice Rains 


. © Allows straight feed of wires 
Nylon Connector with Spiral Liquidtight without spiral @) @ : he ting for all applications — Gee tinoiat 
e 
) 


from corosion-resistant nylon Available 
Neoprene O-ring provides liquidtight seal 


Non-integral ferrule provides conduit seal and inte @ & G 


Nylon Connector without Spiral 


@ Maximum strain relief interi : = 
© Nylon spiral provides arc of bend control for cord e Ni bushing creates fully liquidtight seal e Fane laa or grey 
P Sere nylon connector body with tapered * ULlisted, CSA certified © Ideal for use with non-metallic conduit or flexible 
PolyTuff™ tubing 
Hub Cable Cable Thread Price Each © NEMA Type 4, 4X, 12 and 13 
Mfg. Part No. Size | Dia.Min. | Dia.Max. | Size | Color | Stock No. 1-44 : eee eens rating 
Nylon (Polyamide), Cord Connector, Sold Individually . 
@ HJ1001B 0.25" | 0.08" 0.14" 14 | Black | 3561035 = Trade Henesleashy 
@ HJ10028 0.25" | 0.14" 02 14 | Black | 35B1036 = Mfg. Part No. Size Length stocking! 1-94 
@ HJ1003B 0.25" | 0.2” 0.27" 1/4 | Black | 3561037 a Black - 
© Hu10048 oars | 015" | 02” | 3 | Black | 3561038 = SO PSOSOUNBK Wee Bete SSF O88 15.20 
@ HJ10058 oa7s | 021" 0.28" 38 | Black | 3561040 = SE SOTSaNBK. a SU SseGe7s 21.54 
@ HJ10068 0.375" | 0.28" 0.34" 38 | Black | 88F5042 = oy : 
eH 0588 of _ ne i? | Back ete @ PSO509NGY i 83.1mm 93F6876 11.28 
@ HJ10578 os | 0.19" 0.25" q2 | Black | 98F4956 = SSeNS!. a yam SOAS fei 
@ HJ1057G 05" 0.19" 0.25" 12 | Grey | 89F2841 = PIM. pe8e 
@ HJ1058B 0.8" 0.25” 031" 112 | Black | 35B1054 = 
@ HI1058G os | 025" 031" 12 | Grey | 89F2842 = STRAIGHT MALE CORD CONNECTORS awe 
@ 110598 os | 031" 0.38" 12 | Black | 3581055 | 13.92 NY IIZZ 
@ HJ1060B 05” | 0.38" 0.44" 112 | Black | 88F1027 4.63 Wiring Device-Kellems 
@ HJ10606 05” | 0.38" 0.44" 112 | Grey | 93F6910 = RoHS 
Nylon (Polyamide), Cord Connector, Sold in Packages of 25 Serpe 
@Hs10026PK25 | 0.25" | 0.14" 0.2" 14 | Grey | 9709222 | 168.72 @ G 
@Hs1003GPK25 | 0.25 | 02" 0.27" 14 | Grey | 9709223 | 4168.72 
@Hu1005GPK25 | 0.375" | 0.21" 0.28" 38 | Grey | 29C0199 | 168.72 
@Hu1006GPK25 | 0.375" | 0.28" 0.34" 38 | Grey | 1200382 | 168.72 
@Hu1059GPK25 | 0.5” 03" 0.38" 112 | Grey | 1200384 | 348.00 
$HC1032 $HC1010 
> CONTINUED > > CONTINUED > 


530 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


STRAIGHT MALE CORD CONNECTORS (CONT.) 
@ Available machined aluminum or corrosion-re- performance and pull-out protection 
sistant nylon @ ULlisted, CSA certified 


© Color-coded Gotcha® ring offers liquidtight © Other sizes available; go online or cal 
Hub Cable Cable | Thread Price Each 

Mfg. Part No. Size Dia. Min. | Dia. Max. Size Color | Stock No. 1-4+ 
Aluminium 
@ SHC1010 0.375" 0.25” 0.312" 3/8 Black 89F5180 13.91 
@ SHC1011 0.375" 0.31” 0.38” 3/8 White 89F3036 13.91 
@ SHC1015 0.5" 0.187” 0.25” 1/2 Red 89F5183 14.35 
@ SHC1016 0.5" 0.25” 0.312” 1/2 Black 89F5184 14.35 
@ SHC1022 0.5" 0.25" 0.375” 1/2 White 89F5186 14.35 
@ SHC1017 0.5" 0.312" 0.375” 1/2 White 89F2808 14.35 
@ SHC1023 0.5" 0.375” 0.5” 1/2 Blue 89F5187 14.35 
@ SHC1018 0.5” 0.38” 0.44" 1/2 Blue 89F5185 14.35 
@ SHC1024 0.5" 0.5” 0.625” 1/2 89F2812 14.35 
@ SHC1032 0.75" 0.25” 0.375" 3/4 31F1322 14.68 
@ SHC1037 0.75" 0.63” 0.75" 3/4 52F9759 18.40 
@ SHC1038 0.75" 0.75” 0.88" 3/4 93F6913 19.71 
Nylon (Polyamide) 
@ SHC1021CR 0.5" 0.19" 0.25" 1/2 93F6900 14.68 
@ SHC1022CR 0.5” 0.25” 0.98” 1/2 33F1829 14.68 
@ SHC1023CR 0.5” 0.38” 0.5” 1/2 33F1832 14.46 
@ SHC1035CR 0.75" 0.38" 0.5" 3/4 93F7724 15.99 
@ SHC1037CR 0.75" 0.63" 0.75" 3/4 Yellow | 93F6902 15.99 
PIM_2689 
DUSTIGHT STRAIN RELIEF GRIPS Faw 

eee) 


Wiring Device-Kellems 
RoHS 
Compliant 
Available 


© Galvanized steel, single weave mesh @ Includes zinc-plated steel locknut 


@ Aluminum NPT fittings @ ULlisted, CSA certified 
© Neoprene gasket seals keep out dust 
Hub Cable Cable Thread Price Each 
Mfg. Part No. Size Dia. Min. Dia. Max. Size Stock No. 1-4+ 
@ 073031202 0.5” 0.43” 0.54” 1/2 41M6578 35.38 
@ 073031204 1” 0.73" 0.97” 1 41M6580 24.45 


PIM_14831 


DELUXE STRAIGHT MALE THREAD LIQUIDTIGHT CORD Gray 


GRIPS (HUBE 


Wiring Device-Kellems 
RoHS — 
Compliant 
Available 


ELECTRICAL CONNECTOR PRODUCTS 


CORD GRIPS — GENERAL PURPOSE 


TWO-SCREW CONNECTORS (CONT.) 


Price per 
Cable Cable Pkg. 
Mfg. Part No. Dia. Min. Dia. Max. Color Stock No. 1-9+ 
Iron, Electro Zinc Plated, 31.75mm Knockout — Sold Individually 
3305 21.59mm 35.18mm Metallic 90F2849 17.31 
Steel, 12.7mm Knockout — Sold in Packages of 100 
@ 3301-TB 9.91mm 16.66mm Metallic 94F1114 390.29 
Steel, Electro Zinc Plated, 12.7mm Knockout — Sold Individually 
@ 3302-TB 6.35mm 16.66mm Metallic 90F2618 2.79 
Steel, Electro Zinc Plated, 19.05mm Knockout — Sold in Packages of 50 
©@ 3303-TB 13.46mm 20.83mm Metallic 90F2619 264.46 
Steel, Electro Zinc Plated, 25.4mm Knockout — Sold in Packages of 25 
@ 3304 17.53mm 17.78mm Metallic 94F1116 177.56 
PIM_6366 
STEEL MULTI-HOLE FLEXIBLE 


Thomas&Betts 


RoHS _ 
Compliant 
Available 


CORD CONNECTORS 


© Ideal for environments where there's aneed torun @ Rugged steel construction 


multiple cables into one enclosure © Temperature rating: 105°C 
© Sized to fit into tight spaces @ ULlisted, CSA certified 
© Provides strain relief and liquidtight protection 
Cable Cable Thread Price Each 
Mfg. Part No. Dia. Min. Dia. Max. Size Color Stock No. 1-9+ 
Steel, Straight, Four Holes 
@ 2540-4 0.215” 0.236” 1 Metallic 16F1161 38.57 
Steel, Straight, Three Holes 
@ 2531-3 0.25” 0.27" 3/4 Metallic 16F1156 18.00 
Steel, Straight, Two Holes 
@ 2520-2 0.21" 0.23" 1/2 Metallic 16F1153 30.22 
PIM_6479 
ALUMINUM LIQUIDTIGHT STRAIN RELIEF CORD 


Thomas&Betts 


RoHS _ 
Compliant 
Available 


CONNECTORS 


ea 


@ Designed to accept a wide range of cables and 
cord types 


in tight spaces 
@ For use in wet or dry locations 


é f 990 0.0 (40 
© Corrosion-resistant stainless steel mesh @ Neoprene bushing makes a watertight seal # Body and gland nut are bales free aluminum . Jemperalure tage: BO oto Se 
© Mult : @ Thermoplastic Rubber bushing 224° Fi 
ulti-weave grip controls ard-of-bend and prevents around cable © Nylon ario rin © ULlisted, CSA certified 
cable pullout © Aluminum NPT fiting ° Sotted design gland nut to accommodate securing 
Suitable for indoor or outdoor use. UL listed, CSA certified. Price Each 
Hub Cable Cable Thread Price Each Mfg. Part Ni gin an ei psc Col Stock N 4-9+ 
Mfg. Part No. Size | Dia. Min Dia. Max Size Stock No 14+ — —_ ae = = —— : 
: : _—— _—_—— - Aluminium, Straight 
© 07401008 — — — : - — = © 2920AL 0.125" 0375" 12 | Metalic | 94F9785 | 48.20 
@ 07401050 a aE — aa —— qnOr2S @ 2930AL 0.125" 0.378" 3/4 Metallic | 48F2942 | 21.97 
@.074010'8 = a = ; = wa @ 2921AL 031" 0.56" 112 Metalic | 94F9787 | 18.20 
© 07401025 : UTS © 2931AL 031" 0.56" 3/4 Metalic | 98F4128 | 21.97 
PIM. 260 @ 2922AL 0.5" 0.75" 112 Metallic |  48F2941 10.34 
@ 2932AL 0.5” 0.75" 3/4 Metallic 48F2943 19.87 
TWO-SCREW CONNECTORS Thomas&Betts @ 2942AL 0.7" 0.95" 1 Metallic |  48F2945 29.25 
PIM_39571 


RoHS _ 
Compliant 
Available 


Mfg. part no. 3301-TB is a steel connector for armored cable and flexible metal conduit. All others are metal 
connectors with threaded saddle for sheathed cable. UL listed, CSA certified. 
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ELECTRICAL CONNECTOR PRODUCTS 
CORD GRIPS — GENERAL PURPOSE 


DIE-CAST ZINC LIQUIDTIGHT STRAIN RELIEF 
CORD CONNECTORS 


® Suited for most general control and power cable 
applications 

Straight die cast zinc body 

Sturdy neoprene bushing 

Tapered 1/2” hub threads 

Offers superior strain relief 

Reduced overall size, fits into tighter spaces 
Gland nut designed to restrict cable bending 
For hazardous location where general-purpose 
equipment is specifically permitted per NEC 
section 501-4 (B) 

© Can be used in wet or dry locations 

© Temperature rating: 105°C 

@ ULlisted, CSA certified 


ThomaséBetts 


RoHS 
Compliant 
=, Available 


Cable Cable Thread Price Each 

Mfg. Part No. Dia. Min. Dia. Max. Size Color Stock No. 1-4+ 
Zinc, Die Cast, Straight, Sold Individually 
@ 2522 0.375” 0.5” 1/2 Metallic 90F2623 15.10 
@ 2523 0.45” 0.56" 1/2 Metallic 90F2864 15.10 
@ 2525 0.625” 0.75" 1/2 Metallic 90F2865 13.63 
Zinc, Die Cast, Straight, Sold in Packages of 25 
@ 2520 0.125” 0.25” 1/2 Metallic 90F2621 266.95 
@ 2521 0.25" 0.375” 1/2 Metallic 90F2622 277.63 
PIM_6370 
NONMETALLIC LIQUIDTIGHT STRAIN RELIEF 


Thomas&Betts 


RoHS — 
Compliant 
Available 


© Operating temperature: -34°C to +105°C. 

@ UL Type 6, 4X 

© Cord types: S, SO, SV, ST, STD, SJ, SJO, SJT, 
SJTO, SVD 


CORD CONNECTORS 
— STRAIGHT 


© Wider range means one connector can cover twice 
the cable range of others 

@ Reduced size/smaller footprint fits into tighter 
spaces 


© Gland nut designed to restrict cable bending © Suitable for ordinary, wet or dry locations 

@ Weather-stabilized nylon; corrosion resistance © UL listed, CSA certified 

@ Rubber bushing 

Hub Cable Cable Thread Price Each 
Mfg. Part No. Size Dia. Min. Dia. Max. Size Color Stock No. 4-4+ 

Nylon 6 (Polyamide 6) 
@ 2920NM 0.5” 0.125" 0.375" 1/2 Black 94F9786 14.37 
@ 2921NM 0.5” 0.31” 0.56” 112 Black 48F2927 14.37 
@ 2922NM 0.5” 0.5” 0.75” 1/2 Black 48F2928 14.37 
@ 2930NM 0.75" 0.125” 0.375" 3/4 Black 48F2929 15.78 
@ 2931NM 0.75" 0.31" 0.56” 3/4 Black 48F2930 15.78 
@ 2932NM 0.75" 0.5” 0.75” 3/4 Black 48F2931 15.78 
@ 2940NM ? 0.31” 0.56” 1 Black 48F2932 17.80 
@ 2941NM 1” 0.5” 0.75” 1 Black 48F2933 21.99 
@ 2942NM 1” 0.7" 0.95” 1 Black 48F2934 21.99 

PIM_39573 


New Products Added Daily 


See the newest Technologies and Suppliers at © newark.com/new-products 


PIM_5624851 


Your 
2 EDUCATION RESEARCH 
DEVELOPMENT & MAKERS Z & DESIGN 
DISTRIBUTOR : 
Supporting your journey at PROTOTYPE PRODUCTION 
every stage & TEST F & MAINTENANCE 
PIM_5795270 
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@ Indicates RoHS Compliant 4] Find Datasheets Online 


NONMETALLIC LIQUIDTIGHT STRAIN RELIEF 
CORD CONNECTORS 
— 90° ELBOW 


Thomas&Betts 


RoHS _ 
Compliant 
Available 


© Operating temperature: -34°C to +105°C 

© UL Type 6, 4X 

© Cord types: S, SO, SV, ST, STD, SJ, SJO, SJT, 
SJTO, SVD 


© Wider range means one connector can cover twice 
the cable range of others 

@ Reduced size/smaller footprint fits into tighter 
spaces 


© Gland nut designed to restrict cable bending ® Suitable for ordinary, wet or dry locations 
@ Weather-stabilized nylon; corrosion resistance @ UL listed, CSA certified 
@ Rubber bushing 
Cable Cable Thread Price Each 
Mfg. Part No. Dia. Min. Dia. Max. Size Color Stock No. 1-4+ 
Nylon 6.6 (Polyamide 6.6) 
@ 4960NM 0.125" 0.375" 1/2 Black 48F2935 26.71 
@ 4961NM 0.31” 0.56” 1/2 Black 48F2936 24.87 
PIM_39572 


IP66 RATED NYLON CABLE GLANDS 


Compression glands complete with lock nut and soft nylon washer 
Provides a waterproof entry and strain relief to IP66 
For use with circular PVC and rubber cable 
Constructed of durable nylon 

Maximum panel thickness: 0.138” (3.5mm) 
Operating temperature: -20°C to +100°C 


OrO-POWER 
Seer 


Cable Cable Thread Price Each 
Mfg. Part No. Dia. Min. Dia. Max. Size Color Stock No. 1-24+ 
Nylon (Polyamide) 
@ 249/97/93B 4mm 7mm M20x1.5 Black 08WX5747 6.98 
@ 241/69/79B 5mm 7mm M13 Black 08WX5745 4.56 


@ 241/69/79W 5mm 7mm M13 White 08WX5746 4.56 

@ 250/92/96-B 7mm 10.5mm M16x1.5 Black 08WX5749 5.77 

@ 252/97/93B 8mm 13mm M20x1.5 Black 08WX5753 6.68 
PIM_102909 


dor Approved Modification 


Panel Meters and Switches designed to your specs 
Choose your own colors, text, and logo 


ISO certified lab with a Certificate of Conformance 
included with your order 


Call 800 859 1257 


Email: panelmeters@newark.com 


PIM_5624793 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CABLE ASSEMBLIES 


COMPUTER CABLE ASSEMBLIES 


KEYBOARD EXTENSION AND DATA CABLE @ HIGH SPEED IEEE 1284 PRINTER CABLE ASSEMBLIES (CONT.) 
_____. multicomp cable Price Each 
\ Length 
s ) Geetinpian Mfg. Part No. Imperial Color Stock No. 1-24+ 
“ \) JN Available D Sub 25 Position Plug to Centronics 36 Position Plug 
411) A © sPC20029 Gi Grey 83K3760 6.00 
@ SPC20026 tof Grey 83K3757 5.89 
Cay @ SPC20028 25ft Grey 83K3759 11.17 
Use this cable to extend a computer keyboard farther than the connected cable will allow. It is designed for D Sub 25 Position Plug to D Sub 25 Position Plug 
DIN 5 pin and Mini DIN 6 pin connector. Also, these cables can be used to connect DIN 5 or Mini DIN 6 port @ SPC19939 6ft Grey 83K3684 14.81 
eal © SPC19937 ‘oft Grey 83K3682 21.48 
poe | Price Each D Sub 25 Position Plug to D Sub 25 Position Receptacle 
Mfg. Part No. Imperial Color Stock No. 1-24+ @ SPC19938 6ft Grey 83K3683 4.45 
DIN 5 Position Plug PIM_63171 
@ SPC20022 6ft Grey 83K3753 5.05 
DIN 6 Position Plug to DIN 6 Position Jack IBM@ STANDARD PARALLEL PRINTER CABLE (7) 
© SPC20031 6t Grey 83K3762 0.15 ASSEMBLIES multicomp 
@ SPC20030 12ft Grey 83K3761 1.50 
DIN 6 Position Plug to DIN 6 Position Plug Gee simpiat 
@ SPC20033 6ft Grey 83K3764 2.42 Available 
@ SPC20032 10ft Grey 83K3763 417 
PIM_63180 
AT-XT MODEM CABLE @ 
ASSEMBLIES GS multicomp Allow for basic communication between the computer and the printer. DB25/M - C36M. 
( . Cable Price Each 
Seiten Lent ineaeeeel 
A Available Mfg. Part No. Imperial Color Stock No. 1-24+ 
y \ D Sub 25 Position Plug to Centronics 36 Position Plug 
ae = @ SPC20025 6ft Grey 83K3756 21.08 
Connect an external modem to your DB9 series port with this cable. @ sPc20024 410ft Grey 83K3755 4.54 
Cable Price Each PIM_63170 
Length 
Mfg. Part No. Imperial Color Stock No. 1-24+ 
D Sub 25 Position Plug to D Sub 9 Position Receptacle DB25 CONDUCTOR DATA CABLE ASSEMBLIES 
@ SPC20038 6t Grey 83K3769 1.69 —_~ multicomp 
@ SPC20037 10ft Grey 83K3768 14.24 « Fait 
Ps ag/\\ . Bier 
SERIAL DB9 DATA CABLE ASSEMBLIES @ 5 — 
multicomp Can be used to connect female DB25 port to a switchbox. Can be used to also extend the distance between 
female and male DB25 parts. 
Geeiinp jane hae Price Each 
~ ae Mfg. Part No. Tipe Color Stock No. 4-244 
“9 , D Sub 25 Position Plug to D Sub 25 Position Plug 
Se, i es @ SPC19935 6 Grey 83K3680 19.64 
Serial Cable for communicating between two devices with DB9 Serial Ports. Platinum Contacts. Sree » Grey BSRSSIS zaaG 
- @ SPC19932 25) Grey 83K3677 15.64 
bed WeriesiEachy D Sub 25 Position Plug to D Sub 25 Position Receptacle 
Mfg. Part No. Imperial Color Stock No. 1-24+ @ SPC19934 6 Grey 83K3679 = 
D Sub 9 Position Plug to D Sub 9 Position Plug @ SPC19928 10 Grey 83K3674 = 
@ SPC20040 6 Grey 83K3771 8.06 @ SPC19931 25 Grey 83K3676 = 
@ SPC20039 9.8 Grey 83K3770 13.19 D Sub 25 Position Receptacle to D Sub 25 Position Receptacle 
D Sub 9 Position Plug to D Sub 9 Position Receptacle @ SPC19933 6 Grey 83K3678 14.51 
@ SPC19944 6ft Grey 83K3689 10.77 @ SPC19927 10 Grey 83K3673 24.96 
@ SPC19943 101 Grey 83K3688 12.88 PIM_63173 
@ SPC20036 25) Grey 83K3767 7.24 
D Sub 9 Position Receptacle to D Sub 9 Position Receptacle POWER SUPPLY “Y” © 
@ sPC19942 6ft Grey 83K3687 7.98 CABLE ASSEMBLY multicomp 
@ SPC19941 9 Grey 83K3686 1BHs) 
PIM_63176 Z Geatinp Hen 
, Available 
HIGH SPEED IEEE 1284 PRINTER CABLE 
ASSEMBLIES multicomp ‘ 
Cd € 
~ ———— Ose 
/| \ y Available 
\ } For use when adding additional disk drives. 4-pin Molex®-type male to 2 female connectors. 
— _ I es / rei Price Each 
IEEE 125404 Ss Be Mfg. Part No. Imperial Stock No. 1-994 
IEEE 1284A-B 5.25” Disc Drive Power Plug to 5.25” Disc Drive Power Sockets (2) 
The cable IEEE-1284 standard parallel cable used to communicate between the computer and many different @ SPC19801 4.33" 84K8563 16.48 


parallel devices. It is especially designed to be used with most laser printers, inkjet printers and multifunction 
machines. With two identified connectors in the standard labeled A (DB 25 pin), B (Centronics 36 pin). Mfg. Part 
No. SPC10448 uses a DB25 Male to Micro Centronics 36 Male pin setup. 
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CABLE ASSEMBLIES 
COMPUTER CABLE ASSEMBLIES 


COMPUTER AC AND EXTENSION CORDS 


multicomp 


RoHS — 
Compliant 
Available 


These power adapter cords connect the monitor to the auxiliary receptacle on the rear of the computer's power 
supply. 
Cable Price Each 
Length 
Mfg. Part No. Connector A Connector B Imperial | Color | Stock No. 1-24+ 
@ SPC19908 IEC 60320 C13 EC 60320 C14 tft Black 83K3656 13.13 
@ SPC19910 IEC 60320 C13 EC 60320 C14 Black 83K3658 20.14 
@ SPC19909 IEC 60320 C13 EC 60320 C14 12ft Black 83K3657 29.85 
@ SPC19911 NEMA 5-15P EC 60320 C13 12.8” Black 83K3659 2.28 
@ SPC19913 NEMA 5-15P EC 60320 C13 6ft Black 83K3661 18.71 
@ SPC19912 NEMA 5-15P. EC 60320 C13 12ft Black 83K3660 4.82 
@ SPC19905 NEMA 5-15R EC 60320 C14 tft Black 83K3653 7.37 
@ SPC19907 NEMA 5-15R EC 60320 C14 6ft Black 83K3655 14.79 
@ SPC19906 NEMA 5-15R EC 60320 C14 12ft Black 83K3654 23.76 
PIM_7632 
SFP+ CABLE ASSEMBLIES = 
CRE AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


@ SFP+ active cable assemblies support data rates © Pull tab latch release accommodates belly-to-belly 


of 500 Mhz to 10 Gb/s application 
@ Broadband —will work at all frequencies up to @ Cable braid crimp and EMI skirt suppress EMI 
and including 8.5 Gb/s Fibre Channel and 10 Gb/s radiation 


Ethernet @ Uses Madison Cable high speed TurboTwin 
© Low cost solution for short reach applications copper cable 
(1-5 meters) @ SFF-8431 compliant 


SFP+ direct-attached copper cable assemblies are high-speed, cost-effective alternative to fiber optics in 10Gb 
Ethernet, 8Gb Fibre Channel and InfiniBand applications. Supports serial data rates up to 10Gbps. Features 
pull-to-release retractable pin latch, low-power consumption, and enhanced EMI suppression. Surface mount 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


0.80 mm DIGITAL CAMERA CABLE, POWER OVER 
CAMERALINK COMPATIBLE 


RoHS _ 
Compliant 
Available 


1SD26-3120-00C-X00 


1MD26-X560-00C-X00 


® Carries power in addition to signal to enable use © Entire cable bundle shielded with foil and braid for 

in base configuration Power over Camera Link® additional signal protection 

(PoCL) applications @ Rugged ribbon type contact for reliable, repeatable 
@ Connects to I/O ports on both PoCL camera and connectivity 

PoCL framegrabber @ Thumbscrew retention 
© Both straight and right angle cable exit available @ EMI shielded end-to-end for reduced emissions 
© 3 shielded quads and 6 unshielded twisted pairs 
Base configuration PoCL Cables mate to industry standard SDR 26 position PoCL camera connections, and 
enable machine vision cameras to be powered through the data cable, rather than via a separate power cable. 
This in turn allows smaller camera designs, as an onboard power supply is no longer required, and also allows 
the elimination of a separate power cable. 

Cable Price Each 
Length 
Mfg. Part No. Imperial Color Stock No. 1-9+ 

MDR 26 Position Plug to SDR 26 Position Plug 
@ 1MD26-R560-00C-200 6.6 Black 59R8749 223.51 
@ 1MD26-R560-00C-300 9.8 Black 59R8750 236.29 
@ 1MD26-3560-00C-300 9.8 Grey 59R8754 248.28 
@ 1MD26-R560-00C-500 16.4 Black 59R8751 255.85 
@ 1MD26-3560-00C-500 16.41 Grey 59R8755 246.83 
@ 1MD26-3560-00C-A00 32.8 Grey 59R8752 322.68 
SDR 26 Position Plug to SDR 26 Position Plug 
@ 1SD26-3120-00C-200 6.6 Grey 59R8757 152:53 
@ 1SD26-3120-00C-300 9.8 Grey 59R8758 183.08 
@ 1SD26-3120-00C-500 16.41 Grey 59R8759 213.28 
@ 1SD26-3120-00C-A00 32.8 Grey 59R8756 286.16 
PIM_164505 


MINI DELTA RIBBON (MDR) CAMERA LINK eebie ASSEMBLY 


) oul 


RoHS — 
Compliant 
Available 


38-position PCB paddle card connector with 301 gold-plated contact pads and tin-plated zinc die-cast backshell. m) 
Shielded twinaxial cable with flexible PVC jacket is UL recognized, CSA certified. Choice of wire gauge and Re = 6 
cable length. Assemblies are MSA SFF-8431 compliant for signal integrity performance. > ; Gay, A @ 
Cable Price Each ey’ s 
Length 4) 
Mfg. Part No. Imperial Color Stock No. 1-9+ 
SFP+ 20 Position Plug to SFP+ 20 Position Plug - 30 AWG © Support new Industrial CAMERALINK STANDARD @ Withstanding Voltage: 350 Vrms for 1 minute 

¥ 7 for camera to frame grabber communications © Wiping Area: 30 micro” [0.76 um] Min. Gold 
RAE _ Black SaRoNT soi @ High Speed Digital Data Transmission System © Temperature Rating: -20°C to +75°C 
@ 2127931-2 3.3 Black 84R9078 57.20 © Voltage Rating: 30V © Capable of mating with all 3M MDR boardmount 
@ 2127931-3 6.61 Black 84R9079 46.22 © Current Rating: 1A receptacles 
© 2127931-4 08: Black 84R9080 43.94 e Conductor Size: 28 AWG Stranded 7 : ; ; a 

— — Insulation resistance 1 x 108 ohms at 100 Vdc. Individually shielded twisted pairs. Characteristic impedance 
SFP+ 4 Position Plug to SFP+ 20 Position Plug (4) - 24 AWG 100+10 ohms. Color: parchment/beige. Overmold option: polyvinyl chloride. Rugged MDR ribbon type contact. 
@ 2127934-1 19.7" Black 84R9094 44.96 Rugged thumbscrew retention. 

a 3.3) Black 84R9095 Copper alloy contact material. Current rating 1A. Temperature rating -55°C to 105°C. Withstanding Voltage 
Seite = AGH) 500Vrms @ sea level. Insulation resistance 5 x 108 ohms @ 500 Vdc. Glass filled polyester insulation material. 
@ 2127934-3 6.6 Black 84R9096 = Dual row. 

@ 2127934-4 9.8ft Black 84R9097 59.30 Cable Price Each 
@ 2127934-5 13.1 Black 84R9098 = Length 
@ 2127934-6 16.4 Black 84R9099 69.80 Mfg. Part No. Imperial Color Stock No. 1-9+ 
© 2127934-7 19.7 Black 84R9100 74.95 MDR 26 Position Plug to Mini D Ribbon 26 Position Plug 
@ 2127934-8 23ft Black 84R9101 m5 @ 14726-SZLB-100-0LC 3.3ft Beige 19M8470 118.92 
SFP+ 4 Position Plug to SFP+ 20 Position Plug (4) - 26 AWG @ 14726-S2L8-200-0LC 6.6ft Beige LOMB 131.20 
@ 2127933-1 19.7" Black 84R9087 ae @ 14126-SZLB-300-0LC 9.8ft Beige 19M8472 120.36 
@ 2127933-2 33 Black 84R9088 aa @ 14726-SZLB-500-0LC 16.4ft Beige 26M8323 104.53 
@ 2127933-3 6.6 Black 84R9089 re @ 14126-SZLB-A00-OLC 32.8ft Beige 20M7060 277.74 
@ 2127933-4 9.8 Black 84R9090 = For Use Price Each 
@ 2127933-5 13.1 Black 84R9091 = Mfg. Part No. Type With Stock No. 1-1-9+ 
@ 2127933-6 16.4 Black 84R9092 48.01 @ 3341-31 Jack Socket Screw Mini D Ribbon (MDR) Connectors 36C2625 2.24 
SFP+ 4 Position Plug to SFP+ 20 Position Plug (4) - 28 AWG @ 3341-32 Jack Socket Screw | MiniD Ribbon (MDR) Connectors | 90H0288 1.65 
@ 2127932-1 19.7” Black 84R9081 = PIM_77898 
@ 2127932-2 3.3 Black 84R9082 ES 
@ 2127932-3 6.6 Black 84R9083 = Micro D & Mini D 
@ 2127932-4 9.8 Black 84R9084 ee Price Each 
No. of Mounting Termination 
@ 21279325 = a apa peo Mfg. Part No. Contacts Type Type Stock No. 1-9+ 
Sei e026 ” = = Receptacle, Right-Angle 
PIM_141918 @ 10226-1A10PE 26 PCB Mount | Surface Mount | 88K1647 8.33 
Receptacle, Vertical 
@ 10226-2200PE 26 PCB Mount Surface Mount 14M7492 12.85 
@ 10226-6212PC 26 PCB Mount Through Hole 93K6332 8.45 
PIM_5511135 
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CABLE ASSEMBLIES 


COMPUTER CABLE ASSEMBLIES 


D-SUBMINIATURE CABLE ASSEMBLIES BELDEN MOLDED D-SUBMINIATURE CABLE ASSEMBLIES (CONT.) 
Cable Price Each 
SENDING ALL THE RIGHT SIGNALS Length xs 
pee Mfg. Part No. Imperial Color Stock No. 1+ 
Pr! Available D Sub 25 Position Plug to D Sub 25 Position Plug 
@ CSM25MM-10 10 Grey 71K0031 49.46 
g Fig. 2 @ CSMNB25MM-15 151 Black 08R6231 69.98 
Fig,t D Sub 25 Position Plug to D Sub 25 Position Receptacle 
Designed for long life and reliable performance in input/output and keyboard interface applications. Shielded @ CSMNB25MF-2.5 2.5 Black 08R6228 35.08 
cables have connector shells soldered to cable shield for positive ground path. Point-to-point wiring. 37-position @ CSMNB25MF-5 Oft Black 08R6229 25.51 
has point-to-point wiring with shield to connector shell and pin number 1. UL recognized. @ CSMNB25ME-10 10 Black 08R6226 39.76 
hie |Price Each = “@ CS2N25ME-10 10 Grey 88K0502 86.61 
Mfg. Part No. Imperial Color Stock No. 1-4+ @ CSMNB25MF-15 151 Black 08R6227 62.49 
D Sub 15 Position Plug to D Sub 15 Position Receptacle - Foil Shield + 65% Braid @ CSM25MF-25 25 Grey 0840612 69.01 
@ 49745A 060S2 5 Chrome 87K2696 595.48 D Sub 9 Position Plug to D Sub 9 Position Plu 
© 49746A 06082 10) Chrome 87K2697 23.29 @ CSMNB9MM-2.5 2.5 Black 08R6240 17.71 
© 49747A 06082 25 Chrome 46F7233 848.25 @ CSMNB9MM-5 ft Black 08R6241 21.87 
D Sub 25 Position Plug to D Sub 25 Position Receptacle - Foil Shield @ CSMNB9MM-10 101 Black 08R6238 25.41 
© 49673A 0602 5 Chrome | 87K1266 618.99 @ CS2N9MM-10 10 Grey 88M3703 56.53 
D Sub 37 Position Plug to D Sub 37 Position Receptacle - Foil Shield + 65% Braid @ CSMNB9MM-15 151 Black 08R6239 30.77 
@ 49955A 060S2 5 Chrome 87K6220 a D Sub 9 Position Plug to D Sub 9 Position Receptacle 
@ 49956A 060S2 10 Chrome 46F7290 590.46 @ CSMNBOMF-2.5 2.51 Black 08R6236 16.97 
D Sub 50 Position Plug to D Sub 50 Position Receptacle - Foil Shield + 90% Braid @ CSMNB9MF-5 oft Black 08R6237 22.56 
© 49765A 0602 5 Chrome 46F7297 650.71 @ CS2N9MF-5 Sf Grey 659216 44.75 
D Sub 9 Position Plug to D Sub 9 Position Plug - Foil Shield @ CSMNBOMF-10 10 Black 08R6234 24.95 
@ 49902A 060S2 251 Chrome | 46F7215 = @ CSM9MF-10 101 Grey 54M3351 18.48 
D Sub 9 Position Plug to D Sub 9 Position Receptacle - Foil Shield @ CSMNBOMF-15 151 Black 08R6235 30.54 
@ 49905A 060S2 Sft Chrome 46F7216 = @ CSM9MF-25 251 Grey 88M3685 34.41 
@ 49906A 060S2 101 Chrome | 46F7217 361.70 D Sub 9 Position Plug to D Sub 9 Position Receptacle - Double Shielded cable 
pM a4iF @ CS2NOMF-25 25 Grey 18M1653 83.84 
HD-15 Plug to HD-15 Plug 
MOLDED D-SUBMINIATURE CABLE ne —a on sa ibid eee 
ASSEMBLIES Le NT Bere ccivity  HD=15 Phun to HO-15 Reveptacle 
@ CS2H15MF-5 Sft Grey 88M3697 61.66 
Gepsimpian @ CS2H15MF-10 10ft Grey 53M0225 78.29 
Avaliable @ CS2H15MF-25 25ft Grey 88M3696 116.41 
~~ oa vou 
oS eS PIM_110594 
7 an Brad® Nano-Change® (M8) Connectors & ° 
CS2N Series < CSM Series Cordsets mM (@) | ex 
CSMNB Series 
@ All lines wired straight through for extending serial © @ Hex nuts on female connectors are removable to 
devices expose 4-40 thumbscrews. 


® Gold plated contacts provide reliable connections — @ Color: Light Gray 

with repeated mating cycles 
The CS2N Series of D-Sub cable assemblies is L-com’s top of the line D-Sub cabling offering. These cable 
assemblies utilize 26 AWG stranded conductors with double shielding (copper braid plus aluminum mylar foil) 
and a flexible PVC jacket. Ideal for any electrically noisy environment where fans, motors or switches are 
nearby. Backshells are fully molded and have a unique stamped steel internal enclosure that provides the 


ultimate in shielding performance. Mounting is done via rugged 4-40 thumbscrews that are easy to grip without Features and Benefits: © Sealed, IP67 rating RoHS — 
the need for a screwdriver. © M8 design meets IEC specifications @ Patented anti-vibration feature Compliant 
The CSMNB Series of black D-sub cable assemblies offers solid performance at economical prices. These @ Rated to 60 VAC/ 75VDC, up to 4.0A Available 
assemblies are fully shielded throughout the entire cable to prevent against data corrupting EMI/RFI. Molded Nano-Change® connectors & cordsets are design to withstand harsh-industrial and weather environments. 
backshells provide superior strain relief while robust 26 AWG conductors are wired straight through for ease of These connectors are used to interconnect miniature sensors and actuators found in industrial control 
Compatibility. Metal thumbscrews insure fast and easy connections. Standard lengths range from 2.5 ft to 50 ft applications. The small, compact M8 design also makes these connectors well suited for applications requiring a 
and custom lengths and pinouts are available with modest minimum requirements. _ ; sealed connector in very tight spaces. Nano-Change cordsets, receptacles and pre-wired distribution boxes are 
The CSM Series of D-Sub cable assemblies offer solid performance at economical prices. These cable available in 3, 4, and 5 pole IEC compliant configurations. 
assemblies utilize 26 AWG stranded conductors with foil shielding and a flexible PVC jacket flexibility and - 
performance. Backshells are fully molded for reliability in environments where flexing is an issue. Mating Cable Price Each 
hardware is 4-40 machine screws. Length 
Cable Price Each Mfg. Part No. Imperial Stock No. 1-9+ 
Length a M8 Sensor Right Angle 3 Position Receptacle - Free End, PVC Cable 
Mfg. Part No. Imperial Color Stock No. 1+ @ 1200860119 6.561ft 14B1389 23.83 
D Sub 15 Position Plug to D Sub 15 Position Plug @ 1200860122 16.4ft 14B1391 32.67 
@ CSMNB15MM-2.5 2.5ft Black 08R6223 30.82 M8 Sensor Straight 3 Position Plug - Free End, 22 AWG Leads 
@ CSMNB15MM-5 oft Black 08R6225 34.23 @ 1200900020 11.81" 53M5081 28.75 
@ CSMNB15MM-10 10 Black 08R6221 17.14 M8 Sensor Straight 3 Position Plug - M8 Sensor Straight 3 Position Receptacle, PVC Cable 
@ CSMNB15MM-15 151 Black 08R6222 52.93 1200870074 3.3ft 76M7396 8.15 
@ CSMNB15MM-25 251 Black 08R6224 76.91 M8 Sensor Straight 3 Position Receptacle - Free End, 22 AWG Leads 
D Sub 15 Position Plug to D Sub 15 Position Receptacle @ 1200900016 11.81" 53M5080 16.86 
@ CSMNB15MF-2.5 2.51 Black 08R6218 25.28 M8 Sensor Straight 3 Position Receptacle - Free End, PVC Cable 
@ CSMNB15MF-5 oft Black 08R6220 28.40 @ 1200860102 6.561ft 14B1383 27.58 
@ CSMNB15MF-10 10 Black 08R6216 42.95 1200860107 16.4ft 14B1385 36.54 
@ CSMNB15MF-15 15ft Black 08R6217 53.21 M8 Sensor Straight 4 Position Plug - Free End, 22 AWG Leads 
@ CSMNB15MF-25 25 Black 08R6219 61.66 @ 1200900032 11.81" 53M5082 oe 
D Sub 25 Position Plug to D Sub 25 Position Plug M8 Sensor Straight 4 Position Receptacle - Free End, 22 AWG Leads 
@ CSMNB25MM-2.5 2.5ft Black 08R6232 35.65 @ 1200900029 11.81” 14B1367 _ 
@ CSMNB25MM-5 Sft Black 08R6233 41.19 M8 Sensor Straight 4 Position Receptacle - Free End, PVC Cable 
@ CSMNB25MM-10 10 Black 08R6230 54.59 @ 1200860144 6.6ft 14B1407 23.87 
> CONTINUED > > CONTINUED > 
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CABLE ASSEMBLIES 


INDUSTRIAL CORD SETS 


Brad® Nano-Change® (M8) Connectors & Cordsets (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


Brad® Micro-Change® (M12) Connectors & Cable Assemblies 


Cable Price Each (CONT.) 
Length iam | Cable Price Each 
Mfg. Part No. Imperial Stock No. 1-9+ Length -——_—— 
M8 Sensor Straight 5 Position Plug - Free End, 22 AWG Leads Mfg. Part No. Imperial Stock No. 1-9+ 
@ 1200900037 11.81" 53M5083 = M12 Sensor Straight 4 Position Receptacle - M12 Sensor Straight 4 Position Plug, TPE Cable 
PIM_5718425 1200660691 13.1ft 36K1628 72.34 
1200660692 16.4ft 36K1629 73.72 
sak c Price Each 1200660693 19.7ft 96K3425 77.72 
Mfg. Part No. Contacts Chine Stock No. 1-9+ neuneeneds eat ISNISG2 UU 
M8, Plug, Straight Cable Mount PIM_5718420 
@ 1200910004 3 Solder Pin 14B950 25.39 
M8, Receptacle, Straight Cable Mount USB (UNIVERSAL SERIAL BUS) @ 
4200910001 3 [Solder Socket 14B948 20.86 CABLE ASSEMBLIES AND CONNECTORS multicomp 
PIM_5718429 


Brad® Micro-Change® (M12) Connectors & 
Cable Assemblies 


molex 


WE 
Oo H} af Sepia 


Features and Benefits: @ ULlisted, CSA certified 
@ Rated to 250V AC/DC, up to 4.0A @ Meets NEMA enclosure Type 6 and IEC enclosure 
@ Oil-resistant, PVC jacketed cable IP68 


Micro-Change® (M12) connectors & cordsets are designed to withstand harsh-industrial and weather 
environments with superior quality that assures very reliable connections for control elements in automated 
equipment. These high-quality connectors allow fast and simple replacement of sensors, encoders, switches 
and other input and output devices in industrial machinery. 


Available in 2- through 5-, 8- and 12-pole IEC compliant configurations, single- and dual-keyway designs, with 
straight and 90° plugs, the Micro-Change comprehensive offering provides a complete connectivity solution. 


With the introduction of Harsh Duty receptacles, Molex expands the applicability of M12 connectors to more 
demanding environments, Brad Micro-Change M12 Harsh-Duty Receptacles offer a sealed connection 
with superior EMI/RFI shielding in high-vibration systems, which makes them ideal for petrochemical, and 
commercial-vehicle Class 2 applications. 


Cable Price Each 
Length 
Mfg. Part No. Imperial Stock No. 1-9+ 
M12 Sensor Right Angle 4 Position Plug - Free End, PVC Cable 
@ 1200651551 6.56ft 96F4298 26.03 


M12 Sensor Right Angle 4 Position Plug - M12 Sensor Right Angle 4 Position Plug, PUR 
Cable, Green 


1300480170 3.3ft 75M9997 68.69 


M12 Sensor Right Angle 4 Position Plug - M12 Sensor Right Angle 4 Position Plug, PVC 
Cable, Blue 


1300480161 3.3ft 75M9989 60.99 
M12 Sensor Right Angle 4 Position Receptacle - Free End, PVC Cable 
@ 1200651555 | 13.1 14B2820 38.60 
M12 Sensor Right Angle 4 Position Receptacle - Free End, TPE Cable 
1200651642 | 16.41 36K1547 60.41 
M12 Sensor Straight 3 Position Receptacle - Free End, 22 AWG PVC Leads 
© 1200700056 12" 15M4868 23.70 
M12 Sensor Straight 4 Position Plug - Free End, PUR Cable, Green 
1300480046 3.31 75M9878 39.14 
M12 Sensor Straight 4 Position Plug - Free End, PVC Cable, Blue 
1300480038 3.31 75M9870 34.27 
M12 Sensor Straight 4 Position Receptacle - Free End, 22 AWG PVC Leads 
@ 1200700114 | 12” 15M4869 14.73 
M12 Sensor Straight 4 Position Receptacle - Free End, PVC Cable 
1200650261 13.1 14B2809 33.33 
@ 1200650265 16.41 96F4295 40.68 
1200650277 32.8 06H1117 49.99 
M12 Sensor Straight 4 Position Receptacle - Free End, TPE Cable 
1200651124 16.41 36K1540 58.22 
M12 Sensor Straight 4 Position Receptacle - M12 Sensor Straight 4 Position Plug, PVC Cable 
1200660266 3.3ft 85C0418 41.35 
@ 1200660271 6.61 14B2905 44.40 
1200660277 9.8 57J2028 45.72 
1200660279 13.1 14B2906 62.21 
1200660284 16.41 14B2907 58.68 
M12 Sensor Straight 4 Position Receptacle - M12 Sensor Straight 4 Position Plug, TPE Cable 
1200660687 3.31 36K1626 12.44 
1200660689 6.61 36K1627 51.46 
1200660690 9.81 76M7764 = 
> CONTINUED > 
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RoHS _ 
Compliant 
' Available 


. vy 


USB Type B andA 


USB Type B 
Provide flexibility to personal computers, notebook computers, and most peripheral devices, such as ones using 


USB Type A 


serial, parallel, keyboard, mice, or game ports. Feature “Plug-and-Play” instant PC expansion, “Hot-Swapping” 
capabilities - (PC automatically detects the peripheral and configures the necessary software). Permit transfer 
rates up to 12MB/sec. and support up to 127 devices. Allow data flow both ways between the computer and the 
peripheral. Meet PC98/PC99 requirements. 
Cable Cable Price Each 
Length Length 
Mfg. Part No. Imperial Metric Color Stock No. 1-49+ 
USB Type A Plug to USB Type B Plug 
@ SPC4798 3.3ft 1m White 50N151 16.32 
@ SPC4799 6.6ft 2m White 50N152 20.74 
@ SPC4800 10ft 3m White 50N153 37.42 
USB 2.0 - USB Type A Plug to USB Type B Plug 
@ SPC4801 16.4ft 5m White 50N154 49.84 
PIM_39579 
USB Connectors 
Mounting Price Each 
Mfg. Part No. Type Orient. Stock No. 1-99+ 
USB Type A, Receptacle 
@ SPC4933 | Through Hole Mount Right Angle 50N156 —_ 
USB Type A, Receptacle, Black 
@ SPC4802 Through Hole Mount Right Angle 50N155 = 
USB Type B, Receptacle 
@ SPC4937 Through Hole Mount Right Angle 50N160 os 
PIM_5511134 
HIGH SPEED USB CABLES rat 
a, munticomp 


@ High Speed Connection Up To 480 Mbps 

© Up to 40 Times Faster Than USB v1.1 

@ Designed For Low, Full and Hi-speed USB Trans- 
missions For Optimal Performance 

@ UL Recognized, CSA certified 

@ PVC Platinum Gray Jacket 

4 Pin Male to 5 Pin Male, Host to Device Connection. 

Used to Connect Most Devices Without Attached 

Cables to a Computer System or a Hub 


RoHS _ 

Compliant 

Available 
WG 


Cable Cable Price Each 
Length Length 
Mfg. Part No. Imperial Metric Color Stock No. 1-24+ 
USB 2.0 - USB Type A Plug to Mini USB Type B Plu 
@ SPC20060 3ft 900mm Grey 83K3789 1.73 
USB 2.0 - USB Type A Plug to USB Type A Receptacle 
@ SPC20062 6ft 1.83m Grey 83K3791 TAME 
@ SPC20061 9.8ft 3m Grey 83K3790 11.09 
USB 2.0 - USB Type A Plug to USB Type B Plug 
@ SPC20065 3ft 900mm Grey 83K3794 1.08 
@ SPC20066 6ft 1.8m Grey 83K3795 8.70 
@ SPC20063 9.8it 3m Grey 83K3792 13.63 
@ SPC20064 15ft 4.6m Grey 83K3793 2.39 
PIM_88531 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CABLE ASSEMBLIES 


HIGH RELIABILITY USB 2.0 CORDSETS Amphenol Ped USB PANEL MOUNT CABLE ASSEMBLIES (CONT.) 
Cable Cable Price Each 
ro Gee simon Length Length 
Available Mfg. Part No. Imperial Metric Color Stock No. he 
High-reliability USB 2.0 cordsets with USB type A plug overmolded on each end. Constructed of one 28 AWG, USB 2.0 - USB Type A Receptacle to USB Type A Plug 
90-ohm characteristic impedance data pair and two 24 AWG power conductors SFTP round patch cable. @ UPMAA-05M 19.7" 500mm Grey 09P2408 15.87 
Jacketed in black UV resistant polyurethane that is halogen-free, flame-retardant and highly-flexible. Designed 
for fixed or portable applications in industrial and harsh environments. @ UPMAA-2M 86 2m Grey WE 15.89 
= @ UPMAA-5M 16.4 5m Grey 08R6263 28.91 
Cable Cable Price Each 
Length Length a USB 2.0 - USB Type A Receptacle to USB Type B Plug 
Mfg. Part No. Imperial Metric Color Stock No. 1-4+ @ UPMAB-03M 11.8” 300mm Grey 80R9293 9.10 
USB 2.0 - USB Type A Plug to USB Type A Plug @ UPMAB-05M 19.7" 500mm Grey 80R9294 3.60 
@ USB2AA100PUHFFR 3.3ft 1m Black 40M9941 92.07 @ UPMAB-1M 3.3 1m Grey 80R9295 20.51 
@ USB2AA200PUHFFR 6.5ft 2m Black 40M9942 82.81 @ UPMAB-2M 6.5 2m Grey 80R9296 22.33 
@ USB2AA500PUHFFR 16.4ft 5m Black 40M9943 113.86 @ UPMAB-3M 10 3m Grey 80R9297 23.24 
PIM_91182 @ UPMAB-4M 13 4m Grey 80R9298 23.01 
@ UPMAB-5M 16.4 5m Grey 80R9299 26.09 
WATERPROOF USB TO RoHS —-" Global PIM_147928 
STANDARD USB CABLE comptant [L= CF cer cciity 
ASSEMBLIES Computer Cables 
Cable Price Each 
Length 
Mfg. Part No. Imperial Color Stock No. 1+ 
; g )\ Header Receptacle 5 Position to USB A Panel Mount Receptacle 
Ge Waterproof Pane! Mount B Waterproof Panel Mount A @ UPMAS-03M ‘ft Grey 08R6264 12.64 
Receptacle to Standard A Plug Receptacle w/Lead Wires @ UPMA5-05M 20” Grey 80R9300 16.52 
Waterproof A Plug to Standard _ Waterproof Panel Mount A 
B Plug Receptacle to Standard A Plug @ UPMA5-1M 3.3ft Grey 08R6265 17.43 
© Waterproof USB connectors to standard USB © 30 micro inch gold contact plating provides reliable @ UPMAS-3M ‘oft Grey 80R9301 19.82 
connectors, revision 2.0 compliant connections with repeated mating cycles. Wire to Board 5 Position Receptacle to USB A Panel Mount Receptacle 
© Threaded couplings and O-ring seals provide IP67 © Rugged molded backshells insure durability @ UPMB5-1M 3.3ft Grey 80R9303 16.29 
rating insuring protection against water and dust - 
: ' . @ UPMB5-2M 6.5ft Grey 80R9304 19.82 
These waterproof cables can prevent costly repairs sometimes necessary when contaminants such as water 
and dust destroy standard USB connectors. Featuring a waterproof USB connector and a standard USB @ UPMB5-3M oft Grey 80R9305 18.23 
connector, these hard-to-find cables are IP67 rated. Wire to Board 5 Position Receptacle to USB B Receptacle 
Cable Cable Price Each @ UPMB5-05M 20" Grey 80R9302 15.83 
Length Length 
Mfg. Part No. Imperial Metric Color Stock No. “ihe EIS Tee 
USB 2.0 - USB Type A Plug to USB Type B Plug 
@ WPUSBAB-2M 6.5 2m Black [| 90M2163 41.64 TE CONNECTIVITY’S AMP AMPLIMITE® D-SUBMINIATURE 
USB 2.0 - USB Type A Receptacle to USB Type A Plug CONNECTOR CABLE ASSEMBLIES 
@ WPUSBAX-05M 20" 508mm Black 90M2166 32.70 Sia 
@ WPUSBAX-1M 3.3 im Black 08R6277 39.23 AUTHORIZED DISTRIBUTOR 
“ 
(© WPUSBAX-2M 65 am Black 90M2167 37.09 —_ AG 
@ WPUSBAX-3M 10 3m Black 08R6278 39.18 S—— = RoHS 
@ WPUSBAX-5M 16.4ft 5m Black 88M8921 52.94 Single-Ended, Male Female-to-Female Male-to-Female Geptinpiat 
USB 2.0 - USB Type B Receptacle to USB Type A Plug @ Black Thermoplastic Housing and Cover, Rated @ Phosphor Bronze Contacts 
@ WPUSBBA-05M 20” 508mm Black 90M2168 40.66 UL94V-0 
@ WPUSBBA-5M 16.41 5m Black 90M2170 45.93 Available with D-subminiature plugs and receptacles (RS-232), in single-ended or double-ended configurations. 
PIM 147929 Flat ribbon cable has 28 AWG tinned copper, 7/36 stranded conductors on 0.050” (1.27) centers. 6” length. UL 
~ recognized, CSA certified. 
Cable Cable Price Each 
USB Connectors Length Length No. of 
: 5 Mfg. Part No. Imperial Metric Positions Stock No. 1-9+ 
Mounting | Price Each_ D Sub Plug to D Sub Receptacl 
Mfg. Part No. Type Orient. Stock No. ‘ke UD EM COE SUD ECE ab . 
USB Type A, Receptacle @ NE2537-06-ROHS 6 152mm 37 05M6818 = 
© WPUSBAF |___ Cable Mount Horizontal 90M2165 39.62 D Sub Plug to Free End 
PIM 5511128 @ NE2125-06-ROHS 6 152mm 25 05M6801 16.14 
= D Sub Receptacle to D Sub Receptacle 
@ NE2425-06-ROHS 6 152mm 25 05M6812 23.27 
USB PANEL MOUNT CABLE Gein AV ° Global 5 
Compliant | = Ce IF Noe @ NE2437-06-ROHS 6 152mm 37 05M6813 = 
ASSEMBLIES Available => Connectivity Fay si06 


an 


USB A Panel Receptacle to 5 
Pos. Header Receptacle 


© Allows USB cables to be 
or enclosures 

@ USBA panel mount rece 
2.54mm header receptacl 
Aplug 


USB B Panel Receptacle to 5 
Pos. Header Receptacle 


passed through panels 


ptacle to 5 position 
le connector or USB 


se 
‘ 
me 
» 


A 


USB A Panel Receptacle to 
USB A Plug 


USB A Panel Receptacle to 
USB B Plug 


® 30 micro inch gold plated contacts provide reliable 


connections with repeated mating cycles 


pan head mounting screws. 


@ Mounting hardware included 


@ Each assembly includes two 4-40 x 3/8” Philips 


Designed to make “board-to-box” USB connections a cinch, this light, flexible USB cable uses a pre-installed 
5 pin female housing to a molded flange-mount USB type A female. Cable is double shielded for maximum 
EMI resistance and the power conductors are 26 AWG to make the overall cable more flexible. Each assembly 
includes two 4-40 x 3/8” Philips pan head mounting screws. 


> CONTINUED > 
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TE CONNECTIVITY’S AMP AMP-LATCH® IDC NOVO 


SOCKET CONNECTOR CABLE ASSEMBLIES = TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS — 

Compliant 

Available 
WE 


Socket Connector, Single-Ended Socket Connector-to-Socket Connector 


@ Black Thermoplastic Housing and Recessed © Gold-Plated Phosphor Bronze Contacts on 0.100” 
Cover, Rated UL94V-0 x 0.100” Centers 


Available with Novo socket connector, single-ended or Novo socket connector-to-Novo socket connector 
configuration. Flat ribbon cable has 28 AWG tinned copper, 7/36 stranded conductors on 0.050" (1.27) centers. 
UL recognized, CSA certified. 


> CONTINUED > 
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CABLE ASSEMBLIES 


RIBBON CABLE ASSEMBLIES 


TE CONNECTIVITY’S AMP AMP-LATCH® IDC NOVO SOCKET CONNECTOR 


CABLE ASSEMBLIES (CONT.) 
Cable Cable Price Each 
Length Length No. of 
Mfg. Part No. Imperial Metric Positions Stock No. 1-9+ 

IDC Receptacle to Free End 

@ NE1410-36-ROHS 3ft 900mm 10 05M6760 ae 
@ NE1414-36-ROHS 3ft 900mm 14 05M6761 — 
@ NE1420-36-ROHS 3ft 900mm 20 05M6763 11.56 
@ NE1426-36-ROHS 3ft 900mm 26 05M6764 12.80 
@ NE1440-36-ROHS 3tt 900mm 40 05M6766 = 
@ NE1460-36-ROHS 3ft 900mm 60 05M6768 19.42 
IDC Receptacle to IDC Receptacle 

@ NE1614-06-ROHS 8 152mm 14 05M6778 aes 
@ NE1616-06-ROHS 8 152mm 16 05M6780 es 
@ NE1626-06-ROHS 6" 152mm 26 05M6783 5.44 
@ NE1634-06-ROHS 6" 152mm 34 05M6785 = 
@ NE1610-18-ROHS 18” 457mm 10 05M6777 = 
@ NE1614-18-ROHS 18” 457mm 14 05M6779 = 
@ NE1616-18-ROHS 18° 457mm 16 05M6781 es 
@ NE1620-18-ROHS 18" 457mm 20 05M6782 os 
@ NE1626-18-ROHS 18” 457mm 26 05M6784 ess 
@ NE1634-18-ROHS 18” 457mm 34 05M6786 as 
PIM_8097 


1.27mm (0.050”) FFSD SERIES IDC CABLE ASSEMBLIES 


RoHS 

Compliant 

Available 
Wi 


Socket cable assemblies feature PBT housing with 10u” gold plated beryllium copper contacts. Wire size: 30 
AWG. Current rating: 0.5A. Operating temperature range: -40°C to +105°C. Mates with: FTS, FTSH, EHF, SHF, 
ESHF. -N suffix indicates notch polarization. 


Cable Cable Price Each 
Length | Length No. of 
Mfg. Part No. Imperial | Metric Positions | Color | Stock No. 1-9+ 
IDC Receptacle to IDC Receptacle 
@ FFSD-05-D-06.00-01-N 6" 152mm 10 Grey 83K0581 14.04 
@ FFSD-10-D-06.00-01-N 6” 152mm 20 Grey 61M0093 20.77 
@ FFSD-25-D-06.00-01-N 6” 152mm 50 Grey 11P4356 Eas 
@ FFSD-05-D-12.00-01-N tft 305mm 10 Grey 11P4342 14.27 
@ FFSD-10-D-12.00-01-N tft 305mm 20 Grey 11P4347 21.61 
@ FFSD-20-D-12.00-01-N Tft 305mm 40 Grey 79M7223 29.96 
PIM_136008 
SVGA MONITOR CABLES mul ticomp 


RoHS _ 
Compliant 
Available 


Plug-to-plug Cable 


Plug-to-Receptacle Cable 


This cable is constructed with mini coaxial conductors to ensure a low loss of signal in the high resolution and 
high interference environments. It has pin 9 removed for compatibility with older IBM systems. 
Cable Price Each 
Length 
Mfg. Part No. Imperial Color Stock No. 1-24+ 

HD-15 Plug to HD-15 Plug 

@ SPC20057 6ft Black 83K3787 26.21 
@ SPC20052 10ft Black 83K3782 14.00 
@ SPC20054 15ft Black 83K3784 51.09 
@ SPC20055 25ft Black 83K3785 13.67 
@ SPC20056 5Oft Black 83K3786 103.53 
@ SPC20058 75ft Black 83K3788 138.70 
@ SPC20053 100ft Black 83K3783 24.00 
HD-15 Plug to HD-15 Receptacle 

@ SPC20050 6ft Black 83K3780 _— 
@ SPC20045 10ft Black 83K3775 4.62 
@ SPC20047 15ft Black 83K3777 9.61 
@ SPC20048 25ft Black 83K3778 6.26 
@ SPC20049 50ft Black 83K3779 26.67 
@ SPC20051 75ft Black 83K3781 143.51 
@ SPC20046 100ft Black 83K3776 203.18 
PIM_88542 
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@ Indicates RoHS Compliant 4] Find Datasheets Online 


VGA SIGNAL CABLE ASSEMBLIES © 
=~ multicomp 


RoHS — 
Compliant 
Available 


Male/female cable broaden range of configuration possibilities by extending the distance between computer and 
monitor. Male/male cables can be used to connect computer to a video splitter of manual switchbox. 
Cable Price Each 
Length 
Mfg. Part No. Imperial Color Stock No. 1-24+ 
HD-15 Plug to HD-15 Plug 
@ SPC20070 6 Grey 83K3799 2A 
@ SPC20069 10ft Grey 83K3798 18.45 
HD-15 Plug to HD-15 Receptacle 
@ SPC20068 6 Grey 83K3797 2.03 
@ SPC20067 10ft Grey 83K3796 19.76 
PIM_63177 
RGB VIDEO TO SVGA CABLE ASSEMBLIES multicomp 


RoHS — 
Compliant 
Available 


RGB to SVGA Video Cables with Ferrite Core, BNC Male to HD15 Male connection. 


Cable Price Each 
Length 
Mfg. Part No. Imperial Color Stock No. 1-24+ 
BNC Straight Plug to HD-15 Plug 
@ SPC20035 6ft Black 83K3766 8.12 
HD-15 Plug to BNC Straight Plugs (5) 
@ SPC20034 10ft Black 83K3765 36.42 
PIM_63179 
DIGITAL VIDEO INTERFACE CABLE ASSEMBLIES (2) 
multicomp 


RoHS _ 
Compliant 
Available 
3B 
6 | 
a 


Digital Video Interface (DVI) is the new and upcoming standard for video on computers and LCD monitors. DVI 
has two sections of specifications, analog and digital. Available in Analog, Single Link or Dual Link. 


Analog SVGA to DVI Adapter is used to connect a VGA video card to a flat panel display. Available in 6 and 
10 foot lengths. 
Price Each 
Mfg. Part No. Connector Type A Connector Type B Length | Stock No. [1-244 

@ SPC19915 DVI-A Plug HD-15 Plug 6ft 83K3663 20.74 

@ SPC19914 DVI-A Plug HD-15 Plug 10ft 83K3662 37.80 

@ SPC19950 DVI-D Dual Link Plug DVI-D Dual Link Plug 6ft 83K3693 18.86 

@ SPC19949 DVI-D Dual Link Plug DVI-D Dual Link Plug 10ft 83K3692 38.94 

@SPC19948 | DVI-D Single Link Plug | DVI-D Single Link Plug 6ft 83K3691 4.28 

@SPC19947 | DVI-D Single Link Plug | DVI-D Single Link Plug 10ft 83K3690 5.84 
PIM_82330 


CATV/MATV CABLE ASSEMBLIES © 
multicomp 


RoHS 
Compliant 
Available 


Fig. 1 
Fig. 3 
Feature molded stress relief boot at each end. 
Cable Price Each 
Impe- Cable Length 
Mfg. Part No. dance Type Imperial Color Stock No. 1-99+ 
F Straight Plug to F Straight Plug 
@ SPC15231 750hm RG59 3ft Black 79K4830 — 
@ SPC15309 750hm RG59 6ft Black 79K4903 5.10 
> CONTINUED > 
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CABLE ASSEMBLIES 


VIDEO CABLE ASSEMBLIES 


CATV/MATV CABLE ASSEMBLIES (CONT.) RF COAXIAL N-N STRAIGHT PLUG CABLE ASSEMBLIES (CONT.) 
Cable Price Each Cable Price Each 
Impe- Cable Length | Sa Impe- Cable Length ee | 

Mfg. Part No. dance Type Imperial Color Stock No. 1-99+ Mfg. Part No. dance Type Imperial Color Stock No. 1-9+ 
RCA/Phono Plug to RCA/Phono Plug N Type Straight Plug to N Type Straight Plug 
@ SPC15314 75ohm RG59 3ft Black 79K4908 0.72 @ 175101-19-12.00 50ohm RG58 tft Black 93T6890 24.29 
@ SPC15228 75ohm RG59 6ft Black 79K4827 = @ 175101-19-24.00 50ohm RG58 aft Black 9376891 27.61 
PIM_33375 @ 175101-19-36.00 50ohm RG58 3ft Black 9376892 31.67 

@ 175101-19-48.00 50ohm RG58 4ft Black 9376893 36.76 

RF COAXIAL N-N STRAIGHT PLUG RoHS | ® FIMEAOIS#S 
CABLE ASSEMBLIES Sepa dinpian Amphenol ne 


89762 SERIES FLEXIBLE MICROWAVE RF CABLE 


ASSEMBLIES molex 


< © Choice of 2.92mm, SMA, and SMP connectors VSWR and 70% VOP 
© Choice of Temp-Flex® cable: © Cable impedance of 50 ohms provides consistent 
e@ —A\r-dielectric ultra-low-loss for assemblies with electrical performance 
f lowest attenuation, air-enhanced design up to @ Proprietary connector-to-cable termination 
& 


87% VOP expertise provides optimized cable assembly 


soei04OT Prien jatoiclé seit @ — Solid-core low-loss for assemblies with low performance 
7 7 ' . 89762 series high-performance, flexible microwave cable assemblies are ideal to replace stiff and difficult-to- 


install semi-rigid assemblies. Constructed from Temp-Flex® coaxial cable and Molex standard RF connectors, 


‘® these assemblies offer excellent electrical properties and are assembled using proprietary techniques to 
minimize voltage standing wave ratio (VSWR) and insertion loss for the ideal cable and connector combination. 
Temp-Flex® coaxial cable in solid-core low-loss or air-dielectric ultra-low-loss options are constructed of silver- 
plated conductors, fluoropolymer (FEP) dielectric, foil plus braid shielding and FEP jacket. 
‘® % Cable Price Each 
Impe- Cable Length 
175101-22 175101-R1 175101-R2 Mfg. PartNo. | dance Type Imperial | Color | Stock No. 1+ 
Cable Price Each 2.92mm Straight Plug to 2.92mm Straight Plug 
ic paniie. || saa eke Inperat | Color (eaeena © 8976-21582 | S0ohm | Temp-Flex047SC-2901 | 1 Blue | 62x4100 | 85.95 
7 7 @ 8976-21584 50ohm | Temp-Flex 047SC-2901 18" Blue 62X4102 96.61 
N Type Straight Plug to N Type Straight Plug - 
@ 175101-R1-03.00 | S0ohm | 0.085 Conformable | 3° | 9376864 | 41.23 mlogre.21320"_ |. pons) TempsElen 089-220! o Blue |mezxauze = 
@i75i0-R1oe00 | Soon | 0.085 Confantabte ro —)esreass: | aaa @ 8976-21321 | 50ohm | Temp-Flex 086-2201 g Blue | 62x4079 | 141.06 
© 175101-R1-05.00 | Soohm | 0.085 Conformable 7 e366 | 43.76 @ 8976-21322 | 50chm |  Temp-Flex 086-2201 1 Blue | 62x4080 | 442.83 
© 175101-R1-06.00 | 50ohm | 0.085Conformable | 6” | 93t6867 | 44.16 lo b976r21825. +! olen |__Temp: Hex 086-2201 15 | Blue | iio2xS0si ie ERIC 
@ 175101-R1-07.00 | 50ohm | 0.085 onformable | __7” | 93teses | 45.21 @ 8976-21324 | Sdchm | _Temp-Flex 086-2201 18" |_ Blue | o2xa05258 Reioiais 
© 175101-R1-08 00 | S0ohm 1 0.085 Conformable 7 ——T93T6869 | 40.50 @ 8976-21325 | 50ohm |  Temp-Flex 086-2201 10 Blue | 62x4083 | 177.45 
© 175101-R1-09.00 | Sdohm | 0.085 Conformable ro ——Tearea70 | 47.07 @ 8976-21540 | 50ohm | Temp-Flex 086SC-2401 6" Blue | 62x4092 = 
© 17510R1-10.00 | S0ohm | 0.085 Conformable | 10" — | _9aTe871 | 48.74 @ 8976-21541 | 50ohm | Temp-Flex 086SC-2401 9" Blue | 62X4093 = 
@ 175101-R1-11.00 | 50ohm | 0.085 onformable | __11" | 9376872 | 49.97 mico7e- 21942: | sedotuml. | -lemeriex DBGSC2900 | tt Blue _|mmoaxaues = 
@ 175101-R1-12.00 | 50ohm | 0.085 Conformable | tft | 9376873 | 52.23 © 8976-21543 | S0ohm | Temp-Flex086SC-2401 | 15’ | Blue | 62x4095 | 111.38 
© 175101-R118.00 | S0ohm | 0.085 Conformable | 16" me ae cae © 8976-21544 | 50ohm | Temp-Flex 086SC-2401 18” Blue | 62X4096 = 
@ 175101-R1-24.00 50ohm | 0.085 Conformable ft 7 9376875 58.80 @ 8976-21545 50ohm | Temp-Flex 086SC-2401 101 Blue 62X4097 121.28 
@ 175101-R2-03.00 | S0ohm | 0.141 Conformable | __ 3" | 9376876 | 42.04 SMA Straight Plug to SMA Straight Plug 
© 175101-R2-04.00 | S0ohm | 0.141 Conformable r ——}93tee77 | 43.44 @ 8976-21370 [ S0ohm | Temp-Flex 141-1701 6" Blue | 62Xx4084 es 
@ 175101-R2-05.00 | S0ohm | 0.141Conformable | 5° | 9376878 | 43.57 © 8076-21371__| 50ochm | Temp-Flex 141-1701 1 Blue_| 62x4085 | 15.71 
© 175101-R2-06.00 | S0ohm | 0.141 Conformable 9316879 | 45.55 @ 3976-21372 | 50ohm | Temp-Flex 141-1701 10 Blue | 62X4086 = 
@ 175101-R2-07.00 | 50ohm | 0.141 Conformable T | 9376880 | 45.70 SMA Straight Plug to SMP Straight Jack 
© 175101-R2-08.00 | 50ohm | 0.141 Conformable | 6” [9376881 | 47.44 @Bee e400 | “Sdohm, | Temp Flex O8e-2201 6 | Blue _[IGaXSa8e = 
© 175101-R2-0900 | S0ohm 1 0.141 Conformable ro ——T93reas2 | 4a 74 8076-21401 | S0ohm | Temp-Flex 086-2201 g Blue | 62x4089 = 
@ 175107-R2-10.00 | 50ohm | 0.141 Conformable | 10" | 9376883 | ag.se @ 8976-21402 _| S0ohm | _Temp-Flex 086-2201 i Blue_| 62X4090 = 
@ 175101-R2-11.00 | 50ohm | 0.141 Conformable | 11” | 9376884 | 49.96 © 8976-21403 _| S0chm | _Temp-Flex 086-2201 10 Blue_| _62X4091 = 
@ 175101-R2-12.00 | S0ohm | 0.141 Conformable | 1 9376885 | 42.12 SMP Straight Jack to SMP Straight Jack 
© 17510-21800 | S0ohm | 0.141 Conformable | 18" aaTeasem lNGATSO 807621420 | S0ohm | Temp-Flex 086-2201 8 Blue | 62X8379 = 
© 175407-R2-24.00 | S0ohm | 0.141 Conformable | _2 ~_ | 9376887 | 60.26 mecoreeided_| ‘pbolm. | _“Tempblex 0662208 o_| Blue _[BS2xBSED = 
@ 175101-21-06.00 | 50ohm LMR-195 6 | Black | 9376894 | 29.16 miogreaiaae | covonm |. Nempsrlen 099-220) : Blue |mb2KESE = 
@ 175101-21-12.00 | 50ohm LMR-195 1 Black | 9376895 | 32.45 PIM_212511 
@ 175101-21-24.00 | 50ohm LMR-195 2 Black | 9376896 | 35.26 
@ 175101-21-36.00 | 50ohm LMR-195 3 Black | 9376897 | 39.37 SMA IN-SERIES FIXED LENGTH COAXIAL CABLE Amphenol® RFE 
@ 175101-21-48.00 | 50ohm LMR-195 4 Black | 9376898 | 43.94 ASSEMBLIES 
@ 175101-22-06.00 | 50ohm LMR-240 6" Black | 9376899 | 31.69 Ka Kn Gee sinpian 
@ 175101-22-12.00 50ohm LMR-240 1 Black 9376900 35.14 Available 
© 175101-22-24.00 | 50ohm LMR-240 2 Black | 9376901 | 39.23 <” ““ 
@ 175101-22-36.00 | 50ohm LMR-240 3 Black | 9376902 | 42.63 isis ra 
© 175101-22-48.00 | 50ohm LMR-240 4 Black | 8978448 | 47.43 tgo10t 
@ 175101-10-06.00 | 50ohm LMR-400 6" Black | 6176132 | 34.40 Ba 
@ 175101-10-12.00 | 50ohm LMR-400 1 Black | 6176133 | 36.57 
@ 175101-10-24.00 | 50ohm LMR-400 2 Black | 6176134 | 40.23 4s5ttt 
@ 175101-10-36.00 | 50ohm LMR-400 3 Black | 6176135 | 52.01 
@ 175101-10-48.00 | 50chm [MR-400 4 Black | 6176136 | 51.11 = 
@ 175101-10-72.00 _| 50ohm LMIR-400 6 Black | 9376888 | 44.79 bie bis ned | Price Each 
@ 175101-07-06.00__| 50ohm RG142 6" “ 6176126 | 48.10 Mfg. Part No. dance Type Imperial | Color | Stock No. 1-94 
@ 175101-07-12.00 | _50ohm RG142 1 6176127 51.58 SMA Bulkhead Jack to SMA Right Angle Plug 
@ 175101-07-18.00__ | 50ohm RG142 18" 6176128 | 54.71 @ 135111-02-12.00 50ohm | RG174/U ‘ft Black 14R7811 15.43 
@ 175101-07-24.00 | _50ohm RG142 2ft 6176129 57.90 @ 135111-02-36.00 50ohm | RG174/U 3ft Black 14R7813 26.21 
@ 175101-07-36.00 50ohm RG142 3 6176130 61.18 @ 135111-01-06.00 50ohm RG316 6" Black 14R7806 14.25 
@ 175101-07-48.00 | _50ohm RG142 4 os 6176131 64.54 @ 135111-01-24.00 500hm RG316 att Black 14R7808 24.75 
@ 175101-19-06.00 | 50ohm RG58 6° Black | 9376889 | 18.73 
> CONTINUED > > CONTINUED > 
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CABLE ASSEMBLIES @ Indicates RoHS Compliant 4] Find Datasheets Online 
RF/COAX CABLE ASSEMBLIES 


SMA IN-SERIES FIXED LENGTH COAXIAL CABLE ASSEMBLIES (CONT.) SMA IN-SERIES FIXED LENGTH COAXIAL CABLE ASSEMBLIES (CONT.) 
Cable Price Each Cable Price Each 
Impe- Cable Length Impe- Cable Length 
Mfg. Part No. dance Type Imperial | Color | Stock No. 1-9+ Mfg. Part No. dance Type Imperial Color Stock No. 1-9+ 
SMA Bulkhead Jack to SMA Right Angle Plug SMA Straight Plug to SMA Straight Plug, Double Braid 
@ 135111-04-06.00 | 50ohm RG58/U 6" Black | 14R7818 | 20.82 @ 135101-03-06.00 50ohm | RG316 6" Black 14R7746 20.73 
@ 135111-04-48.00 | 50ohm RGSB8/U 4ft Black | 14R7822 | 26.30 @ 135101-03-12.00 50chm | RG316 ‘ft Black 14R7747 20.16 
SMA Bulkhead Jack to SMA Right Angle Plug, Double Braid @ 135101-03-24.00 50ohm RG316 2ft Black 14R7748 21.45 
@ 135111-03-06.00 | 50ohm RG316DB 6" Black | 14R7814 | 24.78 @ 135101-03-36.00 50ohm | RG316 3tt Black 14R7749 20.06 
@ 135111-03-12.00 | 50ohm RG316DB ‘ft Black | 14R7815 = PIM_152401 
SMA Bulkhead Jack to SMA Straight Plug Se SS 
@ 135110-02-06.00 | 50ohm RG174/U 6" Black | 14R7793 6.82 BNC TO SMA FIXED LENGTH COAXIAL CABLE Amphenol? RF 
© 135110-02-12.00 | 50ohm RG174/U ‘ft Black | 14R7794 | 19.80 ASSEMBLIES 
@ 135110-02-24.00 | 50ohm RG174/U 2ft Black | 14R7795 | 18.29 oe 
@ 135110-02-36.00 | 50ohm RG174/U 3ft Black | 14R7796 | 20.18 Getimoian 
@ 135110-01-06.00 | 50ohm RG316 6" Black | 14R7789 | 10.25 
@ 135110-01-12.00 | 50ohm RG316 ‘ft Black | 14R7790 | 19.55 
@ 135110-01-24.00 | 50ohm RG316 2ft Black | 44R7791 | 23.78 
@ 135110-01-36.00 | 50ohm RG316 3ft Black | 44R7792 | 23.91 
@ 135110-04-12.00 | 50ohm RG58/U ‘ft Black | 14R7802 | 18.27 
@ 135110-04-24.00 | 50ohm RG58/U 2ft Black | 14R7803 | 19.60 Cable Price Each 
@ 135110-04-48.00 | 50ohm RG58/U Aft Black | 14R7805 | 26.62 Impe- Cable Length gneeomenl 
SMA Bulkhead Jack to SMA Straight Plug, Double Braid Mfg. Part No. dance_| Type __| Imperial | Color | BEStOcKINONES IsILG# 
@ 135110-03-06.00 | 500hm RG316 6” | Black | 14R7797 | 19.59 BNC Straight Plug to SMA Straight Plug 
© 135110-03-24.00 | S0ohm RG3I6 Ot Black | 44R7799 | 5.10 @ 245101-07-06.00 50ohm RG142 6 Black 99R5540 19.07 
SMA Right Angle Plug to SMA Right Angle Plug @ 245101-07-12.00 50ohm RG142 ‘ft Black 99R5541 24.58 
@ 135104-02-06.00 | 50ohm RG174/U 6" Black | 44R7776 | 11.44 pee A Sonim ips BEW2 7 Black _ [BROPRSS22eam | MRcealld 
© 135104-02-12.00 | S0ohm RGI741U ih Black | 4aR7777 | 43.48 @ 245101-07-36.00 50ohm RG142 3ft Black 99R5543 42.65 
© 135104-02-24.00 | S0ohm RGITAIU Ot Black | 1aR7778 | 23.79 @ 245101-01-06.00 50ohm RG316 6 Brown 99R5531 6.88 
@ 135104-02-36.00 | S0chm RG174/U 3it | Black | 14R7779 | 22.41 SOOO Sbohin | RES tft Brown [ER@ORS532ii8 MISI8i4 
© 135104-01-06.00 | 50ohm RG316 6 | Black | 44R7772 | 12.91 See Sbohim) i] RES aft Brown |ERSSRSS23i Niche 
© 135104-01-12.00 | S0ohm RG316 ih Black | 44R7773 | 49.69 @ 245101-01-36.00 50ohm RG316 3tt Brown 99R5534 20.80 
© 135104-01-24.00 | S0ohm RG3I6 Ot Black | ‘aR7774 | 96.34 @ 245101-04-06.00 50ohm | RGS8/U 6 Black 99R5535 17.63 
@ 135104-04-06.00 | 50ohm RGS58IU 6” | Black | 44R7784 | 47.73 © 2100120 Sohn}, RGSAY ‘ft Black _ [JEROSRSS2008 MIZHS 
© 135104-04-12.00 | S0ohm RGSEIU Th Black | 44R7785 | 49.95 @ 245101-04-24.00 50ohm | RGS8/U 2ft Black 99R5537 17.43 
SMA Right Angle Plug to SMA Right Angle Plug, Double Braid @ 245101-04-36.00 50ohm | RGS8/U 3ft Black 99R5538 16.49 
@ 135104-03-36.00 | 50chm RG316 3tt Black | 14R7783 | 31.80 PIM_194515 
SMA Right Angle Plug to SMA Straight Plug 
@ 135103-02-06.00 | 50ohm RG174/U 6" Black | 14R7759 | 16.86 BNC IN-SERIES FIXED LENGTH COAXIALCABLE Am phenol® RF 
@ 135103-02-12.00 | 50ohm RG174/U ‘ft Black | 14R7760 | 141.57 ASSEMBLIES 
@ 135103-01-06.00 | S0chm RG316 6 | Black | 14R7755 | 19.04 Geetimoint 
@ 135103-01-12.00 | 50ohm RG316 ‘ft Black | 1427756 | 21.44 Available 
@ 135103-01-24.00 | 50ohm RG316 2ft Black | 14R7757 | 22.46 } 
@ 135103-01-36.00 | 50ohm RG316 3ft Black | 14R7758 | 22.58 
@ 135103-04-12.00 | 50ohm RG58/U ‘ft Black | 14R7768 | 16.77 (] 
@ 135103-04-24.00 | 50ohm RG58/U 2ft Black | 447769 | 18.22 pos nase 
@ 135103-04-48.00 | S00hm RGS58/U at | Black | 14R7771 | 19.94 ane 
SMA Right Angle Plug to SMA Straight Plug, Double Braid on eon pace | Price Each 
@ 135103-03-06.00__ | 50ohm RG316 6 Black | _14R7763 13.40 Mfg. Part No. dance Type Imperial | Color | Stock No. 1-9+ 
@ 135103-03-12.00 500hm RG316 tft Black | 14R7764 23.53 BNC Straight Plug to BNC Straight Plug 
@ 135103-03-36.00 | 50ohm RG316 3ft Black | 14R7766 | 34.97 @ 115101-30-06.00 50ohm LMR-100 6" “ 86W5667 17.11 
SMA Straight Plug to SMA Straight Plug @ 115101-30-12.00 50ohm LMR-100 1 86W5668 17.93 
@ 135101-R1-03.00 50o0hm | 0.085 Conformable 3” ue 83R7864 22.04 @ 115101-30-18.00 50ohm LMR-100 48” 86W5669 17.03 
@ 135101-R1-06.00 50ohm | 0.085 Conformable 6” en 83R7867 28.18 @ 115101-30-24.00 50ohm LMR-100 2 86W5670 17.83 
@ 135101-R1-12.00 | 50ohm | 0.085 Conformable ‘ft és 83R7873 | 24.32 @ 115101-30-36.00 50ohm LMR-100 3 = 86W5671 19.23 
@ 135101-R1-18.00 50ohm | 0.085 Conformable 18” a5 83R7874 32.10 @ 115101-22-06.00 50ohm LMR-240 6” < 86W5662 16.95 
@ 135101-R1-24.00 | 50ohm | 0.085 Conformable 2ft ‘a 83R7875 | 36.28 @ 115101-22-12.00 50ohm LMR-240 1 86W5663 18.39 
@ 135101-R2-03.00 50ohm | 0.141 Conformable 3” we 83R7876 21.82 @ 115101-22-24.00 500hm LMR-240 2 86W5664 20.12 
@ 135101-R2-06.00 | 50ohm | 0.141 Conformable 6 as 83R7879 24.31 @ 115101-22-36.00 50ohm LMR-240 3 86W5665 14.89 
@ 135101-R2-12.00 | 50ohm | 0.141 Conformable Ift e 83R7885 29.09 @ 115101-22-48.00 50ohm LMR-240 4 86W5666 24.40 
@ 135101-R2-18.00 | 50ohm | 0.141 Conformable 18" ad 83R7886 | 33.04 @ 115101-07-12.00 50ohm RG142 1 sewses8 | 22.41 
@ 135101-R2-24.00 50ohm | 0.141 Conformable 2ft as 83R7887 40.00 @ 115101-07-24.00 50ohm RG142 2 86W5659 30.83 
@ 135101-02-06.00 | 50ohm RG174/U 6 Black | 14R7742 | 11.03 @ 115101-07-36.00 50ohm RG142 3 s6ws660 | 41.67 
@ 135101-02-12.00 | 50ohm RG174/U ‘ft Black | 44R7743 | 18.32 @ 115101-07-48.00 50ohm RG142 4 ss 86W5661 52.75 
@ 135101-02-24.00 | 50ohm RG174/U 2ft Black | 14R7744 | 20.99 @ 115101-02-06.00 50ohm RG174 6" ze 86W5649 15.96 
@ 135101-02-36.00 500hm RG174/U 3ft Black | 14R7745 i277 @ 115101-02-12.00 50ohm RG174 1 86W5650 15.93 
@ 135101-01-06.00 50ohm RG316 6 Black | 14R7738 13.42 @ 115101-02-18.00 500hm RG174 18” 86W5651 eres 
@ 135101-01-12.00 | 50ohm RG316 ‘ft Black | 14R7739 | 15.21 @ 115101-02-24.00 50ohm RG174 2 = 86W5652 8.06 
@ 135101-01-24.00 | 50ohm RG316 2ft Black | 14R7740 | 19.84 @ 115101-19-06.00 50ohm RG58/U 6" Black | 2570736 12.64 
@ 135101-01-36.00__ | 50ohm RG316 Sf Black | 14R7741 | 21.04 @ 115101-19-12.00 50ohm RG58/U 1 Black | 2570737 12.77 
@ 135101-04-06.00 | _50ohm RG58/U oe Black | 14R7750 | 19.13 @ 115101-19-24.00 500hm RG58/U 2 Black 2510738 13.83 
@ 135101-04-12.00 | 50ohm RG58/U ‘ft Black | 414R7751 4.26 @ 115101-19-36.00 50ohm RG58/U 3 Black | 2570739 15.14 
@ 135101-04-24.00 | _50ohm RG58/U 2ft Black | 14R7752 | 14.40 @ 115101-06-06.00 750hm | Belden 8218 6" Black | 2510732 13.83 
@ 135101-04-36.00 | 50ohm RG58/U 3ft Black | 1427753 | 14.93 @ 115101-06-12.00 75ohm | Belden 8218 1 Black | 2570733 13.71 
@ 135101-04-48.00 | 50ohm RG58/U Aft Black | 44R7754 | 22.50 @ 115101-06-24.00 75ohm | Belden 8218 2 Black | 2570734 17.50 
@ 115101-06-36.00 75ohm | Belden 8218 3 Black | 2570735 8.11 
> CONTINUED > > CONTINUED > 
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CABLE ASSEMBLIES 


RF/COAX CABLE ASSEMBLIES 


FIXED LENGTH COAX CABLE ASSEMBLIES (CONT.) 


Cable Price Each Cable Price Each 
Impe- Cable Length Impe- Cable Length 
Mfg. Part No. dance Type Imperial Color Stock No. 1-9+ Mfg. Part No. dance Type Imperial | Color | Stock No. 1-9+ 
BNC Straight Plug to BNC Straight Plug SMA Straight Plug to SMA Right Angle Plug 
@ 115101-05-06.00 750hm RG179 6” 86W5653 a5! @ 415-0030-012 50ohm RG316 tft White 76K1123 20.51 
@ 115101-05-12.00 750hm RG179 tft 86W5654 15.06 @ 415-0034-012 50ohm RG316 tft White 76K1132 13.52 
@ 115101-05-18.00 75ohm RG179 18” 86W5655 20.59 @ 415-0030-024 50ohm RG316 2ft White 76K1125 5.63 
@ 115101-05-24.00 750hm RG179 2ft 86W5656 18.88 @ 415-0034-024 50ohm RG316 2ft White 76K1134 4.80 
@ 115101-05-36.00 750hm RG179 3ft sis 86W5657 16.95 SMA Straight Plug to SMA Straight Plug 
@ 115101-20-06.00 750hm RG59 6” Black 2570740 11.78 @ 415-0081-004 50ohm | 0.086 Hand Formable 4" Grey 84K8048 9.06 
@ 115101-20-12.00 750hm RG59 tft Black 2570741 14.87 @ 415-0081-006 50ohm | 0.086 Hand Formable 6” Grey 84K8049 57.69 
@ 115101-20-24.00 750hm RG59 2ft Black 2570742 13.72 @ 415-0081-008 50ohm | 0.086 Hand Formable 8” Grey 84K8050 74.68 
@ 115101-20-36.00 750hm RG59 3ft Black 2570743 16.95 @ 415-0081-012 500hm | 0.086 Hand Formable tft Grey 84K8051 23.89 
PIM_194514 @ 415-0082-008 50ohm | 0.141 Hand Formable 8" Grey 84K8054 45.80 
@ 415-0082-012 50ohm | 0.1414 Hand Formable ‘ft Grey 84K8055 49.62 
FIXED LENGTH COAX CABLE ASSEMBLIES . @ 415-0043-012 50ohm RG142 tft Grey 22H5744 24.23 
Johnson @ 415-043-036 | 50chm RG142 3ft Grey | 22H5746 | 35.01 
@ 415-0025-006 50ohm RG178 6” Grey 22H5643 9.00 
Osa @ 415-0025-012 | 50ohm RG178 tft Grey | 22H5644 | 16.54 
Available @ 415-0025-024 500hm RG178 2 Grey 22H5646 11.61 
@ 415-0025-036 50ohm RG178 3 Grey 22H5647 32.77 
@ 415-0029-006 500hm RG316 6” Grey 22H5667 2.25 
@ 415-0033-006 500hm RG316 6” Grey 22H5690 4.02 
@ 415-0029-012 500hm RG316 1 Grey 22H5668 24.62 
Cable Price Each @ 415-0033-012 | 50ohm RG316 1 Grey | 22H5691 | 10.67 
Mfg. Part No. Hee Bae ed Color | StockNo. | 1-94 © 415-0029-024 | _50chm RG316 2 Grey | 22H5670 | 27.80 
BNC Straight Plug to BNC Straight Plug @ 415-0033-024 50ohm RG316 2 Grey 22H5693 aller 
© 415-0054-012 50ohm RGSS it Black | 2288799 | 48.90 © 415-029-036 | _500hm RG316 3 Grey | 22H5671 | 14.79 
© 415-0054.024 50ohm RGS8 Ft Black | 2245800 | 14.69 © 415-033-036 | 500hm RG316 3 Grey | 22H5694 | 12.51 
© 475-0054-036 | _50ohm ROSE at Black | 225801 | 14.07 ee Be nese : Grey a2 One 
© 415-056-012 | 75ohm | Belden 8218 tft Black | 225809 | 411.62 © 415-0038-036_|_0ohm RGe 7 Grey [22H 5720 iota 
© 415-0056-024 750hm Belden 8218 Ft Black 22H5810 13.02 SMB Right Angle Plug to SMB Right Angle Plug 
© 415-056-036 75ohm | Belden 8218 aft Black | 22H5811 | 44.81 @ 415-001-006 | 50ohm RG178 6" Grey | 225499 | 11.72 
MCX Right Angle Plug to MCX Right Angle Plug @ 415-001-024 | 500hm RG178 2ft Grey | 22H5502 | 14.37 
© 415-015-012 | 500hm RG178 tft White |  22H5584 7.33 SMB Straight Plug to SMB Straight Plug 
7 1/5-0019:006 SOohm RG3I6 | White | 22M5607 AGG @ 415-003-006 | 500hm RG316 6" Grey | 22H5511 | 31.58 
MMCX Right Angle Plug to MMCX Right Angle Plug @ 415-0003-012 50ohm RG316 tft Grey 22H5512 24.19 
© 415-068-008 50ohm RG178 | Grey | A1K0570 | 15.58 @ 415-0003-024 | 50chm RG316 2ft Grey | 22H5514 | 14.38 
MMCX Straight Plug to MMCX Straight Plug PIM_84953 
@ 415-0066-006 50ohm RG178 6” Grey 41K0563 11.07 
@ 415-0066-024 500hm RG178 Grey 41K0566 13.23 COAXIAL CABLE ASSEMBLIES L- C@rtr ° Global 
MMCX Straight Plug to SMA Bulkhead Jack © 50 Ohm RF (Radio Frequency) transmission Connectivity 
eaisanra0s [stom [Rare [Eee a i et ms 
@ 415-0070-012 50ohm RG178 1 Grey | 41K0579 | 923.35 flexibility oe Compliant 
@ 415-0071-006 50ohm RG316 6” Grey 41K0583 488 © Crimp style attachment and molded strain relief 
@ 415-0071-024 5Oohm RG316 2 Grey 71K0586 26.07 fel ina highly durable assembly 
NEMA 5-15P to N Type Straight Plug L-com s coaxial cabl le assemblies feature molded 
strain reliefs for maximum durability. In addition 
@ 415-0058-012 50ohm RG58 1 Black 22H5819 20.04 L-com’s BNC connectors feature gold plated center 
@ 415-0058-024 50ohm RG58 2 Black 22H5820 33.33 contacts for minimal attenuation and nickel plated 
SMA Right Angle Plug to SMA Bulkhead Jack bodies for enhanced corrosion resistance. 
@ 415-0064-012 50ohm RG316 1 Grey 76K1142 25.06 Cable Price Each 
SMA Right Angle Plug to SMA Right Angle Plug _ Mfg. Part No. los Ley pet Color | Stock No. 4+ 
@ 415-0032-006 50ohm RG316 6 White 76K1127 16.53 BNC Straight Plug to BNC Straight Plug 
O15 0056- 08 sbolin se e White (EIBKSISS peli © CC58C-12 S0ohm | RG58C 12ft Black 41R7899__ | 27.55 
@ 415-0036-012 50ohm RG316 1 White 76K1137 22.76 pines 
SMA Straight Plug to BNC Straight Plug _ 
@ 415-0028-006 50ohm RG316 6” Grey 22H5661 35.97 
© 415-028-012 50ohm RG316 1 Grey 22H5662 44.77 MMCX SERIES FIXED LENGTH COAXIAL CABLE Amphenol® RF 
@ 415-0037-012 50ohm RG316 1 Grey 22H5714 16.01 ASSEMBLIES 
@ 415-0028-024 50ohm RG316 2 Grey 22H5664 14.66 Geptinpian 
@ 415-0037-024 50ohm RG316 2 Grey 22H5715 20.02 Available 
@ 415-0028-036 50ohm RG316 3 Grey 22H5665 42.81 
@ 415-0037-036 50ohm RG58 3 Grey 22H5716 45.96 
SMA Straight Plug to N Type Straight Plug 
@ 415-0059-012 50o0hm RG58 1 Black 22H5824 26.29 
@ 415-0059-024 50ohm RG58 2 Black 22H5825 20.27 
@ 415-0059-036 500hm RG58 3 Black 22H5826 23.32 MMCX oe ew 
A ulknead Crimp Jaci 
SMA Straight Plug to SMA Bulkhead Jack In-series MMCX 50-ohm cable assemblies are made with MMCX connectors on both ends and offer a reliable 
@ 415-0031-006 50ohm RG316 8" Grey 22H5679 3.56 broadband performance from DC to 6GHz. Ideal for used in high volume cellular, GPS, and wireless base 
@ 415-0035-006 50ohm RG316 6” Grey 22H5702 24.94 station applications. 
@ 415-0031-012 5Oohm RG316 1 Grey 22H5680 10.80 Between-series MMCX cable assemblies feature SMA connector on other end. 
@ 415-0031-024 50ohm RG316 2 Grey [| 07H3507 | 15.01 
SMA Straight Plug to SMA Right Angle Plug 
@ 415-0030-006 50ohm RG316 6” White 76K1122 27.46 
@ 415-0034-006 50ohm RG316 6” White 76K1131 11.93 
> CONTINUED > > CONTINUED > 
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CABLE ASSEMBLIES 
RF/COAX CABLE ASSEMBLIES 


MMCX SERIES FIXED LENGTH COAXIAL CABLE ASSEMBLIES (CONT.) 


Cable Price Each 
Impe- Cable Length 

Mfg. Part No. dance Type Imperial Stock No. 1-9+ 
MMCX Straight Plug to MMCX Straight Plug 
@ 265101-08-06.00 500hm RG178 6” 6176166 16.59 
@ 265101-08-12.00 500hm RG178 tft 6176167 17.62 
@ 265101-08-18.00 500hm RG178 18" 78X4415 16.71 
@ 265101-08-24.00 500hm RG178 2ft 6176168 26.60 
@ 265101-08-36.00 500hm RG178 3ft 6176169 23.55 
@ 265101-01-06.00 500hm RG316 6” 6176161 16.37 
@ 265101-01-12.00 50ohm RG316 tft 6176162 11.56 
@ 265101-01-24.00 50ohm RG316 2ft 6176163 18.21 
@ 265101-01-36.00 500hm RG316 3ft 6176164 20.91 
MMCX Straight Plug to SMA Bulkhead Jack 
@ 245110-08-03.00 500hm RG178 3” 78X4414 18.90 
SMA Bulkhead Jack to MMCX Right Angle Plug 
@ 245106-02-03.00 500hm RG174/U 3” 78X4409 7.19 
@ 245106-02-06.00 500hm RG174/U 6” 67W3098 16.11 
@ 245106-02-18.00 500hm RG174/U 18" 06X2805 21.23 
@ 245108-01-06.00 500hm RG316 6” 78X4412 19.13 
@ 245108-01-09.00 500hm RG316 9” 78X4413 20.13 
SMA Bulkhead Jack to MMCX Straight Plug 
@ 245107-02-03.00 50ohm RG174/U 3” 78X4410 16.75 
@ 245107-02-06.00 500hm RG174/U 6" 78X4411 17.05 
PIM_212764 
LC/LC FIBER OPTIC PATCH CORDS multicomp 


yw 4% XN 
\ \ \ 


ee OY 


Duplex Simplex 
LC to LC fiber optic patch cords. Great for high bandwidth connections at high speeds over medium distances. 


RoHS 
Compliant 
Available 


Cross connections between walls and computers, patch panels and equipment, or between two pieces 
of equipment. 62.5/125 microns core/cladding fiber diameter. Corning glass material. Additional lengths 
available;go online or call. 
Cable | No. of Connector | Connector Price Each 

Mfg. Part No. | Length | Fibers Diameter A B Stock No. 1-9+ 

Multimode 

@ SPC22970 im 2 50yum/125ym LC LC 70M9423 15.02 

@ SPC19960 1m 2 62.5um/125um LC LC 83K3701 15.02 

@ SPC22971 2m 2 50yum/125ym LC LC 70M9424 16.26 

@ SPC22854 3m 1 62.5ym/125um LC LC 70M9308 11.09 

@ SPC22972 3m 2 50yum/125ym LC LC 70M9425 17.43 

@ SPC19982 3m 2 62.5um/125um LC LC 83K3717 14.21 

@ SPC19990 5m 2 62.5ym/125um LC LC 83K3725 16.16 

@ SPC19955 10m 2 62.5ym/125um LC LC 83K3696 | 21.37 

@ SPC22993 | 20m 2 62.5ym/125um LC LC 70M9446 = 

@ SPC22980 | 30m 2 50um/125um Lc LC 70M9433 | 29.82 
PIM_105257 
ST/LC FIBER OPTIC @ 
PATCH CORDS multicomp 


RoHS | 
Compliant 
Available 


Duplex 
ST to LC fiber optic patch cords. Great for high bandwidth connections at high speeds over medium distances. 
Cross connections between walls and computers, patch panels and equipment, or between two pieces 


of equipment. 62.5/125 microns core/cladding fiber diameter. Corning glass material. Additional lengths 
available;go online or call. 
Cable | No. of Connector | Connector Price Each 
Mfg. Part No. | Length | Fibers Diameter A B Stock No. 1-9+ 
Multimode 
@ SPC19979 2m 2 62.5ym/125um ST LC 83K3714 19.33 
Singlemode 
> CONTINUED > 
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ST/LC FIBER OPTIC 
PATCH CORDS (CONT.) 
@ SPC23043 1m 2 2mm ST Duplex | LC Duplex | 70M9493 18.09 
PIM_108779 
ST/SC FIBER OPTIC PATCH CORDS @ 
4 multicomp 


K\ 


RoHS _ 
Compliant 
Available 


Duplex Simplex 
ST to SC fiber optic patch cords. Great for high bandwidth connections at high speeds over medium distances. 


Cross connections between walls and computers, patch panels and equipment, or between two pieces 
of equipment. 62.5/125 microns core/cladding fiber diameter. Corning glass material. Additional lengths 
available;go online or call. 
Cable | No. of Connector | Connector Price Each 

Mfg. Part No. | Length | Fibers Diameter A B Stock No. 1-9+ 

Multimode 

@ SPC22867 1m 1 62.5ym/125um ST sc 70M9320 = 

@ SPC22868 2m 1 62.5ym/125um ST SC 70M9321 10.41 

@ SPC19980 2m 2 62.5ym/125um ST Sc 83K3715 19.33 

@ SPC23005 3m 2 50um/125um ST Sc 70M9455 = 

@ SPC19988 3m 2 62.5um/125um ST sc 83K3723 Ss 

Singlemode 

@ SPC22872 1m 1 9um/125 um ST Sc 70M9325 = 
PIM_108782 
ST/ST FIBER OPTIC PATCH CORDS multicomp 
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RoHS _ 
Compliant 
Available 


Duplex Simplex 
ST to ST fiber optic patch cords. Great for high bandwidth connections at high speeds over medium distances. 


Cross connections between walls and computers, patch panels and equipment, or between two pieces 
of equipment. 62.5/125 microns core/cladding fiber diameter. Corning glass material. Additional lengths 
available;go online or call. 
Cable | No. of Connector | Connector | Price Each 

Mfg. Part No. | Length | Fibers Diameter A B Stock No. 1-9+ 
Multimode 

@ SPC22877 1m 1 50yum/125ym S) ST 70M9330 9.68 

@ SPC22882 1m 1 62.5ym/125um iS) ST 70M9335 9.68 

@ SPC19973 1m 2 62.5ym/125um Ss ST 83K3709 17.94 

@ SPC22883 2m 1 62.5ym/125um S) ST 70M9336 = 

@ SPC19981 2m 2 62.5ym/125um iS) ST 83K3716 19.49 

@ SPC22879 3m 1 50um/125um S} ST 70M9332 = 

@ SPC22884 3m 1 62.5ym/125um iS) ST 70M9337 = 

@ SPC19989 3m 2 62.5ym/125um S} ST 83K3724 20.93 

@ SPC22885 5m 1 62.5ym/125um Ss ST 70M9338 12.74 

@ SPC19996 5m 2 62.5ym/125um S} ST 83K3731 23.82 

@ SPC22886 10m 1 62.5ym/125um iS) ST 70M9339 16.48 

@ SPC23059 10m 2 62.5ym/125um S) ST 70M9509 | 31.39 

@ SPC23060 15m 2 2mm ST Duplex | ST Duplex | 70M9510 15.88 

@ SPC23063 | 30m 2 62.5ym/125um S) ST 70M9513 | 35.78 
Singlemode 

@ SPC22887 im 1 3mm Ss ST 70M9340 10.90 

@ SPC23064 1m 2 9um/125um Ss ST 70M9514 | 20.25 


PIM_108776 
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CAT 5/5E/6 CABLE ASSEMBLIES 


CATEGORY 6 PATCH CORDS CATEGORY 5e ENHANCED PATCH CORDS @ 
multicomp 


RoHS 
Compliant 
— Zz Available 
i é 


multicomp 


RoHS _ 
Compliant 
~ ‘ Z Available 
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j 
ee en ! 
Fig. 2 Non-Booted Fig.1 Snagless Booted " Fig, 2 Non-Booted Fig.1 Snagless Booted 
© Booted (snagless) and non-booted versions — in 8 patch cable — 4 unshielded twisted pairs (UTP), © Booted (snagless) and non-booted versions —in8 @ Category 5e LAN cable — 4 unshielded twisted 
lengths and 5 popular colors 24 AWG, PVC jacket lengths and 7 popular colors pairs (UTP), 24 AWG, PVC jacket 
© 8-position RJ-45 module plug at each end—50y” © Cable speeds up to 550MHz © 8-position RJ-45 module plug at each end—15y” © Cable speeds up to 350MHz 
gold-plated copper alloy contacts © Verified to EIA/TIA-568-B.2-1 gold-plated copper alloy contacts © Verified to EIA/TIA-568-B.2 
® Category 6 component-rated, high-performance Features snagless boots to prevent cable kinks and bent pins when removing from patch panels. 
Features snagless boots to prevent cable kinks and bent pins when removing from patch panels. Cable Cable Price Each 
Cable Cable Price Each Length Length 
Length Length Mfg. Part No. Imperial Metric Color Stock No. 1-24+ 
Mfg. Part No. Imperial Metric Color Stock No. 1-99+ RJ45 Plug to RJ45 Plug - Non-Booted 
RJ45 Plug to RJ45 Plug - Economical, Non-Booted @ SPC21902 1 304.8mm Black 21M5658 6.79 
@ SPC23163 1 304.8mm Black 66M8184 7.28 @ SPC21903 1 304.8mm Blue 21M5659 7.30 
@ SPC23164 1 304.8mm Blue 66M8185 8.08 © SPC21908 3 900mm Black 21M5667 0.95 
@ SPC23168 3 900mm Black 66M8189 9.49 @ SPC21909 3 900mm Blue 21M5668 8.85 
@ SPC23169 3 900mm Blue 66M8190 9.51 @ SPC21911 3 900mm Orange 24M5670 19.36 
@ SPC23170 3 900mm Grey 66M8191 a @ SPC21915 5 15m Black 21M5682 8.91 
@ SPC23173 5 1.6m Black SEMBISE 10.82 @ SPC21916 5 1.5m Blue 21M5684 9.36 
@ SPC23174 5 1.6m Blue COMBS 10.82 @ SPC21922 7 2.1m Black 21M5690 10.08 
@ SPC23179 7 2.1m Blue 66M8200 12.57 @ SPC21923 7 24m Blue 21M5694 10.08 
@ SPC23184 10 3m Blue 66M8205 1.32 @ SPC21939 14 4.3m Orange 21M5714 35.85 
@ SPC23193 20 6.1m Black 66M8214 23.42 RJ45 Plug to RJ45 Plug - Snagless, Booted 
@ sPC23194 20 8.1m Blue 66M8215 23.42 @ SPC21957 1 304.8mm Blue 21M5870 7.65 
@ SPC23198 251 7.6m Black 66M8219 4.82 @ SPC21970 10ft 3m Black 21M6022 11.68 
@ SPC23199 25 7.6m Blue CG ME2z0 6.69 RJ45 Plug to Snagless RJ45 Plug - Snagless, Booted 
Rud45 Plug to RJ45 Plug - Snagless, Booted @ SPC21956 1 304.8mm Black 21M5869 6.82 
© SPC23203 ! 304.8mm Black CbMG222 8.51 @ SPC21959 1 304.8mm White 21M5873 7.66 
© SPC23204 l 304.8mm Blue eCMEZ25 8.52 @ SPC21960 3 900mm Black 21M5874 7.65 
@ SPC23208 3 900mm Black 66M8229 9.75 @ S$PC21961 3 900mm Blue 21M5875 = 
© SPC23209 7 900mm Blue GULAEER) 9.75 @ SPC21993 3 900mm Green 21M6501 8.67 
@ SPC23212 3 900mm Yellow 66M8233 9.75 @ SPC21962 3 00mm Red 21M5877 = 
@ SPC23213 5 1.5m Black 66M8234 11.03 @ SPC21901 3 900mm White 21M5657 8.67 
@ SPC23214 5 1.5m Blue 66M8235 11.03 @ SPC21963 3 900mm Yellow 21M5898 9.88 
@ SPC23218 i 2m Black CBMo222 13.04 @ SPC21900 5 1.5m Black 21M5656 9.62 
© SPC23222 a 2.1m Yellow CME2e 13.08 @ SPC21899 5 1.5m Blue 21M5650 963 
@ SPC23224 10 3m Blue 66M8245 15.58 @ SPC21994 5 1.5m Green 21M6502 1.01 
@ SPC23227 10 3m Yellow 66M8248 5.66 @ SPC21995 5 15m Red 21M6503 = 
PIM_103594 @ SPC21996 5 1.5m Yellow 21M6504 9.62 
@ SPC21964 7 2.1m Black 21M5908 10.39 
COLOR-CODED STRAIN RELIEF BOOTS @ @ SPC21966 7 2.1m Green 21M6001 10.43 
multicomp @ SPC21967 7 2.1m Red 21M6018 = 
RoHS @ SPC21969 7 2.1m White 21M6021 10.43 
Gesinpian @ SPC21968 7 2.1m Yellow 21M6019 10.43 
@ SPC21971 10ft 3m Blue 21M6025 12.73 
@ SPC21972 10 3m Green 21M6026 4.62 
@ SPC21973 10 3m Red 21M6027 11.67 
@ SPC21975 10 3m White 21M6029 2.74 
@ SPC21974 10 3m Yellow 21M6028 12.73 
Sparen oeaLEE) © SPC21976 15 4.6m Black 21M6030 17.33 
@ SPC21979 15) 4.6m Red 21M6035 17.33 
Slide-on boot (PVC) 
@ SPC21982 251 7.6m Black 21M6038 24.84 
Slide-on and snap-on boots accept 4-pair Category 5E UTP cable and RJ-45 connectors. 75 76 B >im6040 
Slide-on boot is used for pre-connector termination and made from PVC (Polyvinylchloride). @ SPC21983 _ ue: 20.10 
Snap-on boot is used for post-connector termination and made from PP (Polypropylene). @ SPC21984 251 7.6m Green 21M6155 24.84 
Sold Individually. © SPC21985 25 7.6m Red 21M6156 zs 
oe per @ SPC21987 25 7.6m White 21M6246 3.73 
No. of | “89 “e@ SPC21986 25 76 Yell 21M6234 = 
Mfg. Part No. Positions Description Stock No. 1-49+ ace ene 
Strain Relief Boot, PP (Pol 1 @ SPC21988 50 15m Black 21M6284 39.36 
ral Ratt Root FF iolypropylene) @ SPC21989 50 15m Blue 21M6497 38.60 
@ SPC14921 1 Blue 80K5363 10.45 
; 7 7 7 @ SPC21990 50 15m Green 21M6498 39.36 
Strain Relief Boot, PVC (Polyvinylchloride) = 
@ SPC21992 50 15m White 21M6500 39.36 
MC001548 1 Black 15AC7641 0.53 © SPC21991 50 15m Yellow 716499 aoe 
MC001551 1 Blue 15AC7644 0.09 si 
MC001550 il Green 15AC7643 0.53 dae 
MC001554 1 Grey 15AC7647 0.05 
MC001552 1 Red 15AC7645 0.05 
MC001553 1 White 15AC7646 0.09 
MC001549 1 Yellow 15AC7642 0.05 
PIM_35482 
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CAT 5/5E/6 CABLE ASSEMBLIES 


HIGH RELIABILITY HARSH ENVIRONMENT 
SHIELDED CAT 5e ETHERNET CABLE AND 
CORDSETS 


Amphenol Pcd 


RoHS _ 
Compliant 
Available 


High-reliability Cat 5e Ethernet cordsets with RJ45 plug overmolded on each end. Constructed of a 4 pair, 24 
AWG, 100 ohm SFTP round patch cable, designed to ISO/IEC 11801 Category 5e requirements. Cable contains 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


TX5e™ CATEGORY 5e PATCH CORDS 


Panouit 
RoHS 

Gop tinpiat 

Available 


These 8-conductor modular plug-to-modular plug patch cords exceed TIA/EIA-568-B.2 Category 5e and 


4 twisted pairs, tinned copper conductors, aluminum Mylar inner and tinner copper braid outer sheilds with Cae rege fata se se IEC leet sia tell pert aia he : cates 
Kevlar reinforcement strands. Jacketed in black UV-resistant polyurethane that is halogen-free, flame-retardant lat aah - cal att a facie Paes modu a abi oe nit DF ited ine Hea letch a Gon itp 8.are 
and highly flexible. Outer diameter: 0.28” (7.1mm) nom. Voltage rating: 230VMS. Impedance: 100+/-15 ohms, Ls He aa de Baal lesa a Hla ansaelceds daicand Pac ies Cho cts aie take aul 
-TOOMiiz. Temperature: -25:C10"%70C. For cable without Ruts plug enkds-bulk reels, please useslyco Rigo aie to meet individual re aoe Adittonal len ths and colors sa ee jo online or a 
plug 5-569532-2; ordered separately online or call. q i 9 9 : 
Cable Cable Price Each Cable Cable ueticelE@chy 
Length Length eee) Length Length 
Mfg. Part No. Imperial Metric Color Stock No. 4-44 Mfg. Part No. Imperial Metric Color Stock No. 1-9+ 
RJ45 Plug to RJ45 Plug RJ45 Plug to RJ45 Plug 
@ RIFSFTP5E0076 26 760mm Black 0749743 49.81 @UTPCHIY. ; 4.6m While SAS 9.67 
@ RUFSFTPSEO152 att 1.5m Black 079744 56.94 eu TEorey 2 elm Waite SARS002 EE ONG 
© RIFSFTPSE0305 ‘oft 3m Black 0749745 = @UTPCHSY 2 soon bald cle 10.65 
© RUFSFTPSE0457 tft 4.6m Black 079746 97.60 mUTECHAY : ant a SAAS TN 
@ RIFSFTP5E0762 25tt 7.6m Black 079747 137.61 @ UTPCHSY 5 1.5m White 84K4065 11.35 
pueoise @ UTPCH6Y 6 1.8m White 84K4079 11.83 
o @ UTPCH7GRY a 2.1m Green 84K4084 12.30 
@ UTPCH8Y 8ft 2.44m White 84K4102 42.80 
CATEGORY 5e PATCH CORDS ( = Cet Global @ UTPCH10Y 10 3m White 84K3943 13.76 
_— Connectivity “@ UTPCHI40RY 14 4.3m Orange 84K3960 15.70 
Geena @ UTPCH14Y 14 4.3m White 84K3963 15.70 
- ay Available @ UTPCH16BUY 16 4.9m Blue 84K3972 16.66 
es, = 4 @ UTPCH20Y 20 6.1m White 84K4016 18.59 
i Ee @ UTPCH25BUY 25 7.6m Blue 84K4020 21.01 
elie Black White @ UTPCH25GRY 25 7.6m Green 84K4021 = 
Designed for today's high-density patch panels, these unique Category 5e molded patch cables feature an easy @ UTPCH25RDY 25) 7.6m Red 84K4024 21.01 
to depress “shark fin” snagless molded boot that makes connecting your cables easier. The clear boot also 
allows the color of each cable to be easily identified up to each port for easy cable identification. Each cable is @ UTPCH25YLY 25 7.6m Yellow 84K4027 rar 
tested for Category 5e performance to ensure you get maximum speed out of your network. PIM_83446 
Cable Cable | Price Each 
moe | wee MOLDED AND BOOTED i ARTES 
Mfg. Part No. Imperial Metric Color Stock No. 1+ 00 Al M -Ca m bridge arn =ori Ml 
RJ45 Plug to RJ45 Plug PATCH CABLES Connectivity Solutions 
@ TRD815BL-7 Tft 2.1m Blue 88M4754 11.47 RoHS _ 
@ TRD815BLK-14 aft 4.3m Black 88M4755 15.53 : Gee tinaian 
@ TRD815BLK-25 25ft 7.6m Black 65M7225 23.45 + 
@ TRD815BL-25 25ft 7.6m Blue 88M4750 23.04 
@ TRD815WHT-25 25ft 7.6m White 88M4779 25.48 
CATSE 
PIM_110592 one 
@ RJ-45 Plug, Gold plated on contacts verified category 5e 
ATEGORY 5e DOUBLE SHIELDED PATCH ® @ PVC Hood ® CAT6 Cable: UTP, 24 AWG, 4 twisted pairs with 
pelle : § | = Ce@f 1 e obal © Cat5E Cable: UTP, 24 AWG, 4 twisted pairs, PE divider, stranded bare copper, UL ETL ElA/ 
. ee onnectivity stranded bare copper, UL ETL EIA/TIA-568B TIA-568A verified category 6 
® Category 5E Double Shielded RJ45 RoHS - 
LSZH Patch Cables for Industrial Gee timpian Cable Cable Price Each 
Environments Available Length Length 
© Foil plus Braid Shielding for Mfg. Part No. Imperial Metric Color Stock No. 1-9+ 
maximum EMI/RFI protection RJ45 Plug to RJ45 Plug - Cat5e 
@ 24 AWG Solid conductors for 
termination to IDC blocks where @ 7377901 1 304.8mm Grey eaMeisg 0.83 
required @ 73-7791-3 3 900mm Black 66K9299 2.82 
© Exceeds EIAS68 Category SE © 73-7792-3 3 900mm Blue 66K9307 0.47 
Pe as © 73-7790-3 3 900mm Grey 66K9291 1.90 
For maximum protection against EMI/RFI @ 73-7791-5 5 1.5m Black 66K9300 2.72 
interference, L-com’s Double Shielded Patch cables are the right choice. With two layers of shielding (Foil plus @ 73-7792-5 5 1.5m Blue 66K9308 2.72 
Braid), data is protected from stray EMI/RFI fields. This series features 24AWG solid conductors allowing easy 7790). 
termination to IDC connectors. The rugged LSZH jacket is extra durable for harsh industrial environments. BSNS 5 1.5m Grey Ga ee 
a | @ 73-7791-7 7 2.1m Black 66K9302 3.44 
Cable Cable Price Each 0 3 5 66K9303 
Length Length ae @ 73-7792-10 im Jue 4.38 
Mfg. Part No. Imperial Metric Color Stock No. ifs @ 73-7790-10 10ft 3m Grey 66K9287 3.66 
RJ45 Plug to RJ45 Plug @ 73-7792-14 14ft 4.3m Blue 66K9305 5.18 
@ TRD855SIG-1 tft 304.8mm Grey 65H8297 28.26 @ 73-7790-25 25 7.6m Grey 66K9290 5.87 
@ TRD855SIG-3 3ft 900mm Grey 74M9838 32.92 RJ45 Plug to RJ45 Plug - Cat6 
@ TRD855SIG-10 10ft 3m Grey 61H7694 56.30 @ 73-8891-1 1 304.8mm Black 54M8069 2.53 
PIM_110593 @ 73-8890-1 1 304.8mm Grey 54M8068 2.49 
@ 73-8891-3 3 900mm Black 66K9357 41.27 
@ 73-8890-3 3 900mm Grey 66K9349 3.22 
@ 73-8891-5 5 1.5m Black 66K9358 3.34 
@ 73-8890-5 5 1.5m Grey 66K9350 3.34 
@ 73-8891-7 7 2.1m Black 66K9360 3.44 
@ 73-8890-7 7 2.1m Grey 66K9352 3.44 
PIM_211424 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


HIGH RELIABILITY CAT 6 AND CAT 6AETHERNET Amphenol Pcd 
CABLE & CORDSETS 

Gesinpian 

Available 


CAT 6A CAT 6 


CABLE ASSEMBLIES 
BLE ASSEMBLIES 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 


RoHS 
Compliant 
Available 


CAT 


DATATUFF IP20 RJ45 INDUSTRIAL ETHERNET CORD 
SETS 


These 4 pairs, 26 AWG, 100 Ohm SFTP round patch cables are designed to the ISO / IEC 11801 Category 
6 and 6A requirements. The cable contains 4 twisted pairs individually shielded, cabled, double shielded with 
kevlar reinforcement strands, jacketed in black UV resistant Polyurethane HFFR. Designed for fixed or portable ” RU4S Plug 
applications in harsh environments. Cable also available separately; see below. Cord Set 
Cable Cable Price Each © UL 1863 Listed communication circuit accessory © Oil Res Il and sunlight-resistant TPE Jacket 
Length Length @ UL 1277 Listed, Type TC 600V cable ® C(UL) CMG, IEEE 1202 & FT4 flame rating 
Mfg. Part No. Imperial Metric Color Stock No. 1-4+ @ UL 444 CMR/CMX outdoor @ MSHA mining approved 
RJ45 Plug to RJ45 Plug - Cat6 @ Foil and braid shield for excellent EMI/RFI noise @ UL 1581 -40°C cold bend 
= immunity @ UL rated to 90°C 
@ RJFSFTP60075 25 760mm Black 08X2390 54.17 © Bonded-Pair technology for robust electrical © RoHS compliant, CE approved 
@ RJFSFTP60100 3.3 1m Black 08X2391 56.21 performance 
@ RJFSFTP60150 4.9) 1.5m Black 08X2392 62.06 Belden’s DataTuff TC cord sets with TC Listed industrial Ethernet cable* address a long-standing challenge— 
@ RJFSFTP60200 651 2m Black 08X2393 67.83 the ability to easily route industrial Ethernet cables in the mos! demanding heavy-industrial environments using 
— existing 600V cable trays. In addition, the new cord sets are shielded to provide maximum performance in 
@ RJFSFTP60250 8 2.44m Black 08X2394 73.65 high-noise areas. 
© RUFSFTP60300 ‘0 am Black OeX2399 79.44 Cable Cable Price Each 
@ RJFSFTP60350 11.5 3.5m Black 08X2396 85.26 Length Length 
@ RJFSFTP60400 13 4m Black 08X2397 91.02 Mfg. Part No. Imperial Metric Color Stock No. 1-4+ 
@ RJFSFTP60450 15 4.6m Black 08X2398 95.34 RJ45 Plug to RJ45 Plug - Shielded, CatSe 
@ RJFSFTP60500 16.4ft 5m Black 08X2399 102.66 @ E505001 010S1 | 3.3 1m Black 5179421 61.44 
@ RJFSFTP60600 19.71 6m Black 08X2400 120.01 @ £505002 010S1 6.51 2m Black 5179422 66.62 
@ RJFSFTP60700 23 7m Black 08X2401 132.22 RJ45 Plug to RJ45 Plug : Shielded, Cat6 
@ RJFSFTP60800 26.251 8m Black 08X2402 144.39 @ £605001 010S1 3.3 1m Black 27X1645 72.39 
@ RJFSFTP60900 29.5} om Black 08X2403 156.57 @ E605002 01081 6.5 2m Black 27X1646 71.70 
@ RJFSFTP61000 33 40m Black 08X2404 166.73 RJ45 Plug to RJ45 Plug . Unshielded, Cat5e 
@ RJFSFTP61500 50 15m Black 08X2405 244.36 @ £501001 010S1 | 3.3 1m Black 5179397 17.45 
@ RJFSFTP62000 65.61 20m Black 08X2406 318.78 @ £501002 01081 6.5 2m Black 5179398 21.16 
@ RJFSFTP62500 82) 25m Black 08X2407 384.75 RJ45 Plug to RJ45 Plug - Unshielded, Cat6 
@ RIFSFTP63000 98.4 30m Black 08X2408 | 450.58 @ £601001.01081 | 33 im Black oiga49) 21.34 
@ RJFSFTP63500 1151 35m Black 08x2409 | 516.52 © £601002 01081 65 2m Black SUED 19.10 
@ RJFSFTP64000 131ft 40m Black 08X2410 582.45 PIM_212277 
@ RJFSFTP64500 148ft 45m Black 08X2411 648.31 
@ RJFSFTP65000 164 50m Black 08X2412 714.28 Plugs & Jacks 
@ RJFSFTP66000 1971 60m Black 08X2413 803.52 Price Each 
RJ45 Plug to RJ45 Plug - Cat6a Mfg. Part No. Category Stock No. 1-4+ 
@ RUFSFTP6A0075 25 760mm Black 08X2366 59.72 RJ45 Plug - Crimp - DataTuff Industrial Ethernet, T568A Cat6A 24-22 AWG UTPISTP IP20 
@ RJFSFTP6A0100 3.3 im Black 08X2367 54.46 @ R301601 000S1 Cat6a 27X1647 61.50 
@ RJFSFTP6A0150 49 1.5m Black 08X2368 68.70 RJ45 Plug - Crimp - DataTuff Industrial Ethernet, T568B Cat6A 24-22 AWG UTP/STP IP20 
@ RJFSFTP6A0200 6.51 2m Black 08X2369 75.04 R301602 00081 Catéa 46W2566 61.41 
@ RJFSFTP6A0250 8 2.44m Black 08X2370 83.25 PIM_5511157 
@ RJFSFTP6A0300 10 3m Black 08X2371 87.95 
@ RJFSFTP6A0350 11.5 3.5m Black 08X2372 94.46 ; 
SRIFSHTPGAGIO 3 ira aie TEA (EEL IEEE-488 GPIB CABLE ASSEMBLIES _ Cexry ° Global 
: © Cable meets IEEE-488 standards for connecting peripherals f Y } Connectivit 
= —_— vity 
@ RJFSFTP6A0450 15 4.6m Black 08X2374 98.64 where EMI is an issue 
@ RJFSFTP6A0500 16.4 5m Black 08X2375 113.88 © 30 pada ‘ae cialis laced Getinpian 
— provides reliable connections wi Available 
@ RJFSFTP6A0600 19.7ft 6m Black 08X2376 133.13 repeated mating cycles 
@ RJFSFTP6A0700 23 7m Black 08X2377 146.70 © Custom stamped steel internal 
@ RJFSFTP6A0800 26.251 8m Black 08X2378 157.98 Label rai bn shielding 
@ RJFSFTP6A0900 29.5 9m Black 08X2379 171.38 © Molded backshells provide durabil- , 
@ RJFSFTP6A1000 33) 10m Black 08X2380 185.14 ity and increased strength at cable 
@ RIFSFTP6A1500 50 16m Black 08x2381 | 268.65 i tie seuckd - om 
= -com cable assemblies use 
@ RJFSFTP6A2000 65.6! 20m Black 08X2382 350.52 double shielded cable that is adequate 
@ RJFSFTP6A2500 82) 25m Black 08X2383 423.15 for many applications. Featuring 
@ RJFSFTP6A3000 98.4ft 30m Black 08X2384 a all-molded connector ends which contribute to a long life expectancy and are impervious to breakage at the 
= point where the cable enters the connector housing. A unique stamped steel internal enclosure provides 100% 
@ RJFSFTP6A3500 115 35m Black 08X2385 568.24 shielding and a robust strain relief. The CMB Cable Series meets all standards of the IEEE-488 interface, 
@ RJFSFTP6A4000 131ft 40m Black 08X2386 640.92 conforms with normal mounting procedures and is directly compatible with HP, AMP, and Amphenol. 
@ RJFSFTP6A4500 148ft 45m Black 08X2387 713.42 Cable Price Each 
@ RJFSFTP6A5000 164ft 50m Black 08X2388 786.10 wena Rak or Oath ; 
= ig. Part No. mperia ‘olor tock No. + 
@ RJFSFTP6A6000 197ft 60m Black 08X2389 i 
<——— es IEEE-488 / GPIB to IEEE-488 / GPIB 
~ @ CMB24-05M 20" Beige 9105996 146.18 
@ CMB24-1M 3.3ft Beige 9106001 151.09 
@ CMB24-2M 6.5ft Beige 31M9775 160.92 
@ CMB243M 10ft Beige 96H8297 180.57 
PIM_110595 
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POWER CORDS 


Power Cords - UL Listed © Power Cords - UL Listed (CONT.) 
multicomp Cable Price Each 
Length 
Mfg. Part No. Connector A Connector B Imperial Color | Stock No. 1-24+ 
SVT, 18AWG 
3 MC-166 NEMA 5-15P Free End 6ft Grey | 74Y9216 9.27 
MC-194 NEMA 5-15P Free End get | Black | 74v9244 5.10 
MC-181 NEMAS-15P | IEC 60320C13 | 15ft | Black | 74v9231 178 
MC-172 NEMAS5-15P | IEC 60320 C13 ft Black | 74Y9222 7.04 
MC-153 NEMA5-15P | IEC 60320013 | 7.5ft | Black | 7ay9203 5.45 
MC-191 NEMA6-15P | IEC 60320C13 | 66 | Black | 74y9241 9.22 
NEMA 5-15P to IEC C13 CEE 7/7 to IEC C13 IEC C14 to IEC C13 SVT, 18AWG, SHIELDED 
) MC-163 NEMAS-15P | IEC 60320013 ] 9.8ft | Black | 74y9213 4.06 
SVT, 18AWG, SHIELDED, 105°C 
MC-188 NEMA5-15P | IEC 60320C13 | 66ft | Black | 74v9238 = 
SVT, 18AWG, SHIELDED, 60°C 
MC-175 NEMA5-15P | IEC 60320013 | 6.6 | Black | 74v9225 = 
SVT, CEE 18AWG 
MC-155 NEMA5-15P | IEC 60320013 ] 6.6ft | Black | 74Y9205 7.24 
MC-183 NEMAS-15P | IEC 60320C13 | 7.5ft | Black | 74y9233 9.48 
NEMA 5-15P to Pigtail ees PIM_5541596 
peed Price Each 
Mfg. Part No. Connector A Connector B pene Color|StockNo.|  1-24+ aura POWER SUPEES CORDS multicomp 
HOSVV-F @ Jacket Stripped: 5/8 inch. 
MC-178 BS 1363 IEC 60320 C13 8.2 | Black | 74¥9228 | 15.14 ° ae a : Bes aed 7 Sepinn ion 
MC-176 CEE 7/7 Plug IEC 6032013 RightAngle| 6.6ft | Black] 74¥9226| 0.77 ae Be ty 7 Right Angle Available 
MC-168 ee. Ba IEC 60320 C13 6.6 | Grey | 7avo2is| Connection 
Mc-154 |CEE 7I7 Right IEC 60320 C13 8.2 | Black] 7ayo204 | 
Angle Plug 
$J, 14AWG RUBBER 
MC-167 NEMA 5-15P Free End oft | Black] 74¥9217 | —- 
MC-160 NEMA 5-15P Free End 14.8ft | Black | 749210 | 38.45 : 

SJ, 16AWG RUBBER Cable Price Each 
Mean? NEMA 5-157 Free End 9 Black |RISNS227 = Mfg. Part No. Connector A Connector B fa Color | Stock No. 1-24+ 
SJ, 18AWG RUBBER 7 "SJ,CEEColorCode, 16AWG Unshielded i (iti‘CSé!U™;*™*~*~*~*~*~*~*;*C”COC”O”!”!™C~™ 
ee | ee = 20 [pet @ SPC13285 NEMA 5-15P FreeEnd | of | Black | 119560 | — 

SIT, 4AWG = SJ, North American Color Code, 14AWG Unshielded 
MC-171 NEMA 5-15P. Bee End 6.6 Black | 74Y9221 = @spci3260 | NEMA5S45P | FreeEnd | on | Black | 1103540 | 4050. 
MCAITO | + NEMAS-19F fies End 9.6ft_| Black |RSNSZ20 SJ, North American Color Code, 16AWG Unshielded 
MC-165 NEMA 5-15P IEC 60320 C13 6.6 | Black] 749215 | ecu NEMA EARP Saeed or Back ESS = 
MCAS | NEMAS=19F EES E19 6.7ft_| Black |RISNS2220 aa 8J, North American Color Code, 18AWG Unshielded 
MC-159 NEMA 5-15P IEC 60320 C13 get | Black] 74v9209 | __. ea5cnns NEMA SGP ae End Sack EERO = 
SJT, 1GAWG @ SPC13248 NEMA 5-15P FreeEnd | taf | Black | 1143528 | 17.06 
MC-179 BS 1363 Free End 8.2 | Black] 749229] SUT, CEE Color Code, 14AWG Unshielded 
a ee Eee ene B.6R_| Black |RENGZS2s SIOIES © SPC13280 NEMA 5-15P FreeEnd | 6.5f | Black | 11J3557 | 15.09 
——— bree Ene 2.8ft_| Black AANS2i5s aS © SPC13282 NEMA 5-15P FreeEnd | 10ft | Black | 1143558 | 21.56 
MC-186 NEMA 5-15P Free End 79 Black | 74Y9236 = “SUT, CEE Color Code, 1¢AWGUnshielded=—=S=~=~C=“‘“‘~*‘“‘;2C ;2OD!”*~“<sCSS!S!S”SS 
MGaIe NEMAS-19F HE BOSEU. CIS Bit__| Black |RAAYS265| RES @ SPC13278 NEMA 5-15P FreeEnd | 6.5ft | Black | 1103556 | 17.23 
Mex! NEMA SIF Ee OSU. ETS 6.6ft_| Black [ANS2a = @ SPC 13284 NEMA 5-15P FreeEnd | 10f | Black | 11J3559 = 
MC-195 NEMA 5-15P IEC 60320 C13 Toft | Black] 749245 |. SUT, CEE Color Code, 18AWG Unshielded 
MGiISt ee sel Pkg IES G0SCU.C18 TSR | Grey Ree 2 0 @ SPC13311 | IEC 60320 C13RightAngle | FreeEnd | 6.5 | Black | 1143578 | 13.17 
SJT, 1BAWG . @ SPC13274 NEMA 5-15P FreeEnd | 78” | Black | 1143554 = 
mc-169 | _NEMAS5-15P Free End Git] Grey | 74v9219 | @SPC13276 NEMAD-EF Free End | 10ft__| Black |MISSS550i ically 
SJT, 18AWG, CORD GRIP SJT, North American Color Code, 16AWG Unshielded 
wc-182_| NEMA5-15P [IEC 60320C13RightAngle| 6.6f |Black| 74v9232| WeSC 1925221). _NEMAS=19F Free End | 10ft_| Black [IIISSS32 iss 
Mc-192__| NEMAS-15P [IEC 60320 C13RightAngle| 9.8f [Black | 74yg242 | —- SEC 19291] NEMAS 188 FreeEnd | 20tt_| Grey [BiUiSSsialiestce 
SJT, 18AWG, SHIELDED SJT, North American Color Code, 18AWG 
MC-158 NEMA 5-15P IEC 60320 C13 6.6ft | Black | 74Y9208 | 5.06 @ SPC13255 NEMA -1DF Free End Black [aMIJeo200 | Maitiog 
SUT, CEE 18AWG @ SPC 13254 NEMA 5-15P Free End Black | 1143534 an 
mc-180 | IEC 60320 C13 Free End 6.6ft | Black] 74¥9230 | — @ SP013266 NEMASTIBR Free End | Sft_| Black |IUIJSSS6i acs 
mc-184 IEC 60320 C13 Free End 6.6 | Black | 7avg234 [ @ SPC13253 NEMASSIOF FreeEnd | 20ft_| Black | 1143533 | 19.86 
Right Angle SJT, North American Color Code, 18AWG Unshielded 
mc-189 | IEC 60320 C14 EC 60320 C13 4.9% | Black| 749239 | @ SPC 13246 NEMA 5-15P Free End Gt | Grey | 1143526 = 
mc-162 | IEC 60320 C14 EC 60320 C13 6.6 | Black] 749212 9.80 @ SPC 13247 NEMA 5-15P Free End sit_| Grey | 1143527 = 
mc-174 | IEC 60320014 EC 60320 C13 8.2" | Black | 749224 | 11.26 SVT, CEE Color Code, 18AWG 
MC-187 NEMA 5-15P Free End tort | Black | 74v9237 | 10.56 @ SPC13272 NEMA 5-15P FreeEnd | 6.5ft | Black | 1103552 | 9.77 
MC-156 NEMA 5-15P EC 60320 C13 6.6 | Black] 74¥9206 | SVT, CEE Color Code, 18AWG Unshielded 
MC-190 NEMA 5-15P EC 60320 C13 67ft | Black| 749240 | @ SPC13273 NEMA 5-15P FreeEnd | 10f | Black | 1103553 = 
MC-164 NEMA 5-15P EC 60320 C13 get | Black] 74vo214 | SVT, North American Color Code, 18AWG 
MC-197 NEMA 6-15P EC 60320 C13 6.6 | Black | 749247 | 10.07 @ SPC 13256 NEMA 5-15P Free End Bit | Black | 1143536 = 
MC-193 NEMA 6-15P EC 60320 C13 9.8 Black | 74¥9243 | 10.81 SVT, North American Color Code, 18AWG Unshielded 
@ SPC 13244 NEMA 5-15P Free End Gf | Grey | 1103524] 263 
@ SPC13257 NEMA 5-15P Free End 6 Grey | 1133537 = 
@ SPC 13245 NEMA 5-15P Free End sit | Grey | 1143525 | 3.19 
PIM_65574 
> CONTINUED > 
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3-CONDUCTOR DETACHABLE POWER SUPPLY 


CORDS 

© Rated 60° C, 125V 

@ Meets NEMA Enclosure Types 
5-15P, 5-15R. and 6-15P, 

@ Molding Grounding Connector IEC 
320 C-13, C-14 

© Color: Black 


multicomp 


RoHS _ 
Compliant 
Available 


Foil-shielded and unshielded PVC 

jacketed cords. 

* Right Angle 

Cable Price Each 

Mfg. Part No. | Connector A Connector B Length | Color | Stock No. | 1-24+ 
SJ, 16 AWG, North American Color Code 
@SPC13271 | NEMAS-15P NEMA 5-15R 10ft | Black | 113551 5 
SJT, 14 AWG, CEE Color Code 
@ SPC13292 | NEMAS-15P EC 60320 C13 6.5ft | Black | 11/3566 17.85 
@SPC13294 | NEMAS-15P EC 60320 C13 10ft | Black | 11J3567 24.34 
SJT, 14 AWG, CEE Color Code, Shielded 
@SPC13305 | NEMAS5-15P EC 60320 C13 6.5ft | Black 1133574 = 
SJT, 16 AWG, CEE Color Code 
@ SPC13313 | IEC 60320 C13 EC 60320 C14 39” | Black | 11/3580 — 
@ SPC13289 | NEMAS-15P EC 60320 C13 6.5ft | Black | 11/3564 as 
@SPC13291 | NEMAS-15P EC 60320 C13 10ft | Black | 11J3565 17.35 
SJT, 16 AWG, CEE Color Code, Shielded 
@SPC13304 | NEMA5-15P EC 60320 C13 10ft | Black | 1143573 = 
SJT, 16 AWG, North American Color Code 
@ SPC13262 | NEMAS5-15P EC 60320 C13 7.5ft | Black 1143542 13.79 
SJT, 18 AWG, CEE Color Code 
@ SPC13312 | IEC 60320 C13 EC 60320 C14 39” | Black | 11/3579 — 
@ SPC13287 | NEMAS5-15P EC 60320 C13 6.5ft | Black | 11/3562 12.62 
@SPC13288 | NEMAS-15P EC 60320 C13 10 Black | 11J3563 16.68 
@SPC13315 | NEMA5-15P | IEC 6032013 RightAngle | 6.5ft | Black | 11J4776 8.34 
SJT, 18 AWG, CEE Color Code, Shielded 
@ SPC13298 | NEMAS-15P EC 60320 C13 6.5ft | Black | 11/3570 13.78 
@SPC13300 | NEMAS-15P EC 60320 C13 10} Black | 11J3571 12.55 
SPT-2, 18 AWG, North American Color Code 
@SPC13258 | NEMA5-15P IEC 60320 C5 6 Black | 11J3538 8.11 
SVT, 18 AWG, CEE Color Code 
@ SPC13310 | NEMAS-15P EC 60320 C13 18” | Black | 1133577 as 
@SPC13286 | NEMAS-15P EC 60320 C13 9 Black | 11J3561 AOA 
SVT, 18 AWG, CEE Color Code, Shielded 
@SPC13296 | NEMAS-15P EC 60320 C13 6.5ft | Black | 11/3568 aS 
@ SPC13297 | NEMAS5-15P EC 60320 C13 10 Black | 11J3569 = 
SVT, 18 AWG, North American Color Code 
@ SPC13263 | NEMAS-15P EC 60320 C13 Black | 1143543 7.89 
@ SPC13264 | NEMAS5-15P EC 60320 C13 Black | 1143544 4.99 
@SPC13261 | NEMAS5-15P EC 60320 C13 7.5ft | Black | 1143544 5.22 
@SPC13265 | NEMA6-15P EC 60320 C13 6.5ft | Black | 11/3545 = 

PIM_65876 


HOSPITAL-GRADE POWER SUPPLY CORDS @ 
multicomp 


RoHS _ 
Compliant 
Available 


© Rated 60° C, 125V 
@ Meets NEMA Enclosure Type 5-15P 


@ NEMA 5-15P to IEC-320-C13 


North American color coding. 
Cable Price Each 
Length 
Mfg. Part No. Connector A Connector B Imperial | Color | Stock No. 1-24+ 
SJT, 16 AWG 
@ SPC13269 NEMA 5-15P IEC 60320 C13 8ft Black 1143549 5.15 
@ SPC13270 NEMA 5-15P IEC 60320 C13 8ft Grey 1133550 = 
@ SPC13268 NEMA 5-15P IEC 60320 C13 15ft Grey 1143548 24.69 
PIM_65578 
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CABLE ASSEMBLIES 
POWER CORDS 


SAFETY RETAINER CLIP @ 
multicomp 


RoHS _ 
Compliant 
Available 


So treme Forel 
Copying of image s prohibited 
Use in conjunction with mfg. part nos. 2160 and 2161 AC power plug assemblies, ordered separately online or 
call, to help prevent accidental removal of the power cord from screw mount IEC-C14 power inlet or IEC-C13 
power outlet. Stainless steel clip comes with 2 each: threaded post, threaded nut, and washer. 


Price Each 
Mfg. Part No. Diameter Stock No. 1-24+ 
@ SPC4633 1.829mm 20M5792 3.28 


PIM_32070 


AC POWER CORD PLUG ASSEMBLIES 


Qualtek 


Electronics Corp. 


RoHS 
Compliant 
Available 


ao 


704-00/00 


“hey 


712-00/00 


ant ALT O0700 


709-00/00 


705-00/00 


AC power male and female rewireable plug connectors with straight and 90° angle cable entry. Feature screw 
terminals. Easily converts a power cord into a detachable power cord set. Maximum rating: 10A/250VAC. UL 
listed, CSA certified, VDE, DEMKO, SETI, BSI, IMQ, NEMKO, SEMKO, and SEV approved. 
Current Termination Price Each 
Mfg. Part No. Gender Rating Type Stock No. 1-9+ 
Cable Mount, C13, Angled Entry 
@ 705-00/00 Receptacle 10A Screw 17B6859 9.79 
Cable Mount, C13, Straight Entry 
@ 704-00/00 Receptacle 10A Screw 17B6858 Ae: 
Cable Mount, C14, Angled Entry, Adjustable 
@ 711-00/00 Plug 10A Screw 17B6894 = 
Cable Mount, C14, Straight Entry 
@ 712-00/00 Plug 10A Screw 50B6852 11.95 
Cable Mount, C15, Straight Entry 
@ 709-00/00 Receptacle 10A Screw 42M3609 8.22 
For Use Price Each 
Mfg. Part No. Type With Stock No.|  1-1-9+ 
@ 730-00/00 | IEC Plug Safety Retainer Clip Kit ] AC Power Cord Plug Assemblies | 09C9658 5.18 
@ 732-00/00 Retainer Clip Ki Qualtek 704-00/00 Straight Entry | 52M1957 5.67 
AC Power Plug Assemblies 
PIM_16527 


MEDICORD™ HOSPITAL-GRADE (GREEN DOT) POWER SUPPLY 
CORDS 


Volex 
RoHS 
Compliant 
ZF » See 
Sy cy 
a 
17967 8 
17030 VL-0824-11-300 
@ Rated 60°C; 125V, UL Listed, North American @ NEMA 5-15P Molded PVC Clear Hospital-Grade 
Color Coding Plugs 
Cable Price Each 
Length 
Mfg. Part No. Connector A Connector B | Imperial | Color | Stock No. 1-24+ 
SJT, 14 AWG 
@ 17967 8 NEMA 5-15P Hospital Grade | IEC 60320C13] 15ft | Grey | 88172629 | 31.15 
@ 179708 NEMA 5-15P Hospital Grade | IEC 60320C13| 20ft | Grey | 8872632 | 46.63 
> CONTINUED > 
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CABLE ASSEMBLIES 
POWER CORDS 


MEDICORD™ HOSPITAL-GRADE (GREEN DOT) POWER SUPPLY CORDS 


@ Indicates RoHS Compliant 


INTERNATIONAL POWER CORDS (CONT.) 


4] Find Datasheets Online 


(CONT.) Cable Price Each 
Cable Price Each Length 
=a . Pal 10. onnector onnector Imperia olor cole 10. * 
Length Mfg. Part N Connector A Connector B Imperial | Color | Stock N 1-24+ 
Mfg. Part No. Connector A Connector B | Imperial | Color | Stock No. 1-24+ HO5VV-F 
SUT, 14 AWG, Locking @ 2160H Mains Plug, Isreal | IEC 60320 C7, Figure8| 6ft | Black | 81K8100 7.76 
@ VL-0836-14-300}|NEMA 5-15P Hospital | IEC 60320013) 10 Grey | 8812627 eas @ 2114H Mains Plug, Italy EC 60320 C13 8ft Black | 96K5649 8.42 
ge HOSVV-F, Right Angle Plug 
SIT, 16 AWG @ 2104H 10 C3 BS 1363 EC 60320 C13 aft | Black | 98K6485 | 7.94 
@ 179668515 |NEMA 5-15P Hospital |IEC 6032013] 15f | Grey | 93K2678] 29.50 
Grade RW 
e170008 NEMA 5-15P Hospital| lec 60320 C13} aot | Grey | eat26a1 | 571 @ 2137H 10 C3] Mains Plug, China EC 60320 C13 8.2 | Black] 81K8077 | 5.40 
Grade SPT-2 
SUT, 16 AWG, Locking @ 2166H 10 C3 NEMA 1-15P. IEC 60320 C7, Figure8) 6 Black | 81K8109 4.25 
@ VL-0824-11-300 NEMA 5-15P Hospital [IEC 6032013] 10f | Grey | 8872626 = SVT 
Grade © 17250 10 B1 NEMA 5-15P EC 60320 C13 7.5ft | Black] 98K6011 | 5.56 
SJT, 18 AWG VCTF 
@ 17030 NEMA 5-15P — Hospita Free End 8 Grey | 96K5631 12.58 © 2133H Mains Plug, Japan 3 EC 60320 C13 75 Black] 16F1112 9.20 
Grade Position 
5 , 
© 17022A NEMA SSF, spill) FreeEnd | 108 | Grey eee @2146H 1003| Taiwan 2 Position] IEC 60320073 git | Black | 2479814 | 11.29 
Plug 
© 17031 NEMA 5-15P Hospital IEC 60320C13| aft | Grey | 99K5542| 44.80 VEE 
Grade - 
© 170204882 [NEMA 5-15P Hospital [IEC 6032013] 10 | Grey | 93K2522 | 13.18 26th NEMA TSP __ IEC 60820 C7 Fowe8| 
Grade @ 2164H Taiwan 2 Position | IEC 60320 C7, Figure8| 6 Black | 81K8104 3.57 
© 17968 8 NEMA 5-15P Hospital IEC 60320013] 20 | Grey | 8872630 | 26.85 Plug 
Grade PIM_6091 
SUT, 18 AWG, Locking 
@ VL-0824-05-300|NEMA 5-15P Hospital IEC 60320013] 10f | Grey | 6177205 | 23.94 UNIVERSAL JUMPER CORD 
Grade Specifications: 
PIM_6185 @ Ratings: 10A, 250V 
© Temperature: 75°C 
© Color Code: Volex 
INTERNATIONAL POWER CORDS RoHS _ © Live - Brown 
Compliant © Neutral - Blue @) G 
Available © Ground - Green/Yellow 
© Cord: SVT 18/3 + HOSVVF3x0.75 
Australian Straight Plug Cable Price Each 
ei Si European Schuko Straight 
Bren Right Angle Plug Plug European Schuko Right Length 
ae Angle Plug Mfg. Part No. Connector A Connector B Imperial | Color | Stock No. 1-24+ 
= : SVT 
Israeli Right Angle Italian Straight Plug @ 2170H IEC 60320014 | IEC 60320 C13 2ft Black 63W4900 4.75 
soith Aken RighbARdle @2171H IEC 60320C14 | IEC 60320013 | 3.37 | Black | 63W4901 5.53 
Specifications: IRAM. Operating voltage: 250VAC. PVC outer body and jacket. @2172H IEC 6032014 | IEC 60320 C13 4.95ft Black 63W4902 7.12 
*13A Fuse © 2173H IEC 6032014 | IEC60320C13 | 6.5ft | Black | 63Ww4903 7.96 
Cable Price Each PIM_6095 
Length 
Mfg. PartNo. | Connector A Connector B Imperial | Color | Stock No. 1-24+ 
HO5VVG3G 3-CONDUCTOR LAPTOP RoHS _ 
POWER CORD a ag 
@ 2122H Mains Plug, IEC 60320 C13 aft | Black | 93K3155 | 12.20 Available 
Euro 
@ 2131H South Africa IEC 60320 C13 aft | Black | 93F2464 | 17.02 
Plug Volex 
K60227 @ @) 
@ 2147H 10 C3 | Schuko Plug IEC 60320 C13 aft | Black | 2479815 | 7.74 
Beeb Laptop cord designed } {for Dell, HP, IBM and other lapt r 
© 2165H BS 1363 | IEC 60320C7, Figure | 5.9f | Black] 81K8105| 6.28 ee ————————————eeeeeeeee _ 
© 2158H CEE7/16 | IEC 60320C7,Figure8 | 5.9% |Black| e1Ke097| 2.96 Cable NeuicelEashy 
@2154H 103 [Mains Plug, | IEC 6032007, Figureé | ft | Black | 81K8093| 5.10 Mfg. Part No. GonnectorA | Connector _| Length | Color [EStGGKINGR MRI:Z22 
Argentina @ VC-1734-21-180 BS 1363 IEC 6032013] 6ft | Black | 2479525 4.66 
@ 2155H Mains Plug, | IEC 603207, Figure8 | 5.9% |Black| 81K8094| 6.00 @ VC-1034-21-180 CEE 7/7 Plug IEC 603205 | 5.9f | Black | 2479523 | 15.88 
Australia/New @ VC-1434-21-180 | Mains Plug, Australia | IEC 60320C5 | ft | Black | 2479524 7.07 
Zealand @ VC-2034-21-180 | Mains Plug, Italy | IEC 60320C5 | oft | Black | 2479526 3.38 
HOSVV-F ae 
a2ih ~ — a - — — 220) @ 17035 NEMAS-15P | IEC 6032005 | aft | Black | O1N3869 | 463 
Saint te ac ei) @ 17036 10 H100 NEMAS-15P | IEC 6032005 | 5.9% | Black | 98K6007 | 10.79 
@iicee BS:1968 eC biee.Cls B.2ft_| Black |RES26ia RUIZ © 17037 NEMA5-15P | 1Ec6032005 | ton | Black | 9203571 | 41.73 
© 17850 10 CEE 7/7 Plug EC 60320 C13 6.5ft | Black] 25¢0779| 8.60 
© 17850 326 C3| CEE 7/7 Plug EC 60320 C13 6.5it | Grey | 44F1841| 98.36 pass 
@2111H 10C3 | CEE 7/7 Plug EC 60320 C13 aft | Black | 99K5551 | 8.13 
© 2112H CEE 7/7 Plug | IEC 60320C13RightAngle| sit | Black| 93K3145| 14.09 3-CONDUCTOR POWER SUPPLY CORDS 
@ 2125H CEE 7/7 Right EC 60320 C13 aft | Black | 98K6502 | 7.99 
Angle Plug 
@ 2145H Mains Plug, EC 60320 C13 aft | Black | o9J0690 | 8.95 
Argentina Volex 
@ 2106H 1003 |Mains Plug, EC 60320 C13 aft | Black | 93F2461 | 10.35 Ral i 
Australia Available 
@ 2153H Mains Plug, EC 60320 C13 aft | Black | 81K8092 | 9.74 
Brazil ® q) 
@ 2115H Mains Plug, EC 60320 C13 aft | Black | 93K3150 | 20.35 
Isreal 
> CONTINUED > > CONTINUED > 
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CABLE ASSEMBLIES 


POWER CORDS 


3-CONDUCTOR POWER SUPPLY CORDS (CONT.) 


3-CONDUCTOR POWER SUPPLY CORDS (CONT.) 


e i |-C- e it i i = 
eo cite Pisa 
80320-C13 Connector Mfg. Part No. Connector A Connector B Imperial Color Stock No. 1-24+ 
besa |PriceEach JT, 14 AWG, Shielded 
Mfg. Part No. Connector A | Connector B imperial Color | Stock No. 1-244 © 17616 NEMA 5-15P Free End 6.6 Black | 93K2614 7.76 
SJT, 14 AWG @ 17617 NEMA 5-15P Free End 10ft Black | 93K2637 | 19.32 
© 17504 10 B1 NEMA5-15P | IEC 60320013 | 6.6 | Black | 96K5636 8.05 SJT, 16 AWG 
@ 17505 10 B1 NEMA5-15P | IEC 60320C13 | 10 Black | 96K5637 | 19.57 © 1751410B1__|_NEMAS-15P Free End 6.5 Black | 96K5640 9.27 
SUT, 14 AWG, Shielded @ 17515 10 B1 NEMA 5-15P Free End 9.8 Black 37F3300 12.99 
© 17604 10 B1 NEMA5-15P ] IEC 60320C13 | 6.5 Black | 93K2606 | 11.37 @ 17276 NEMA 5-15P Free End 20ft Grey | 93K2563_ | 24.93 
@ 176051081 | NEMAS-15P | lECe0320C13 | ‘tok | Black | 93K2607 | 21.25 SJT, 16 AWG, Shielded 
SJT, 16 AWG @ 17614 NEMA 5-15P Free End 6.5 Black | 93K2612 9.82 
@ 1704141081 | NEMAS5-15P | IEC60320C13 | 2 Black | 99K5543 4.68 © 17615 NEMA 5-15P Free End ‘oft Black | 93K2613 | 13.45 
© 17001A NEMAS5-15P | IEC 60320 C13 Black | 93K2520 6.57 SUT, 18 AWG 
@ 17502 10 B1 NEMAS-15P | IEC 60320C13 | 6.6 Black | 96K5635 5.64 @ 17405 8 Bt NEMAS-15P_| Free End 6 Grey | _99K5544 6.54 
@ 17255 10 B1 NEMA5-15P | IEC 60320013 | 7.5 Black | 04M4701 | 11.44 @1751210B1__ | NEMAS-15P Free End 6.5 Black | 93K2588 6.79 
@ 17503 NEMA5-15P | IEC 60320C13 | 10 Black | 93K2582 | 14.03 @ 17748 NEMA 5-15P Free End 6.5 Black | 93K2653 6.33 
SJT, 16 AWG, Shielded @ 17407 8 B1 NEMA 5-15P Free End 8 Grey 93K2567 7.90 
© 17602 NEMA5-15P | IEC 60320013 | 65 Black | 93K2604 | 11.29 © 175131081 | NEMAS-15P Free End ‘oft Black | 96K5639 9.53 
© 17603 NEMA5-15P | IEC 60320013 | 10 Black | 93K2605 | 15.28 SUT, 18 AWG, Shielded 
SJT, 18 AWG © 17613 NEMA 5-15P Free End 10ft Black | 93K2611 | 10.83 
© 17500 10 B1 NEMA5-15P | IEC 60320C13 | 6.5 Black | 37F3339 6.52 SV, 18 AWG 
@ 17501 10B1 NEMAS-15P | IEC 60320C13 | 10 Black | 98K6026 8.40 @ 17238 NEMA‘S-15P Free End 8 Black | 36F1038 | 11.68 
SJT, 18 AWG, 105°C SVT, 18 AWG 
© 17758 NEMA5-15P | IEC 60320C13 ] 6.6 Black | 44F1829 8.16 @ 17237 8 Bt NEMA 5-15P Free End 6 Grey _| 98K6010 8.00 
SJT, 18 AWG, Shielded @ 17747 NEMA 5-15P Free End 65 Black | 44F1833 4.30 
© 17600 10 B1 NEMA5-15P | IEC 60320C13 | 6.5 Black | 93K2603 6.59 © 17534 10 Bt NEMA 5-15P Free End 6.5 Black | _93K2598 6.01 
© 17601 10.81 NEMA5-15P | IEC 60320013 | 10 Black | 37F3334 | 14.97 © 17239 8 Bt NEMA 5-15P Free End 8 Grey | 93K2553 7.02 
SVT, 18 AWG © 17535 NEMA 5-15P Free End 10ft Black | 93K2599 8.28 
@ 17002A10B1 | NEMAS5-15P | IEC 60320C13 | 18" Black | 99K5541 4.37 SVT, 18 AWG, Shielded 
@17000A10B1 | NEMAS5-15P | IEC 60320 C13 3 Black | 98K6006 5.28 © 17650 NEMA 5-15P Free End 6.5 Black | 93K2642 | 11.10 
@ 17249 10B1 NEMA5-15P | IEC 60320C13 | 6 Black | 49C9150 5.20 @ 17720 NEMA‘S-(5P Free End 8.5 Black | 93K2645 6.55 
@ 17251 10 Bt NEMA5-15P | IEC 60320013 | 7.5 Black | 93K2554 3.92 @ 17651 NEMA 5-15P Free End ‘oft Black | 96K5646 | 16.28 
SVT, 18 AWG, 105°C PIM_6222 
@ 17757 10B1 NEMA5-15P | IEC 60320C13 | 7.5 Black | 96K5648 5.79 
SVT, 1SANG, Shielded 3-CONDUCTOR POWER SUPPLY CORDS 
© 17660 NEMA5-15P | IEC 60320C13 | 6.5 Black | 93K2643 | 11.20 
© 17661 NEMAS5-15P | IEC 60320C13 | 10 Black | 93K2644 | 17.26 
SVT, 18 AWG, Shielded, 105°C ane 
© 17725 NEMA5-15P | IEC 60320C13 | 65 Black | 96K5647 | 11.40 nue 
SVT, 18 AWG, Shielded, w/o Foil & Braid Geacinpian 
© 17742 10B1 NEMA5-15P | IEC 60320013 | 65 Black | 37F3331 6.60 palate 
© 17743 NEMA5-15P | IEC 60320C13 | 10 Black | 93K2650 3.41 @) G 
PIM_6216 
3-CONDUCTOR POWER SUPPLY CORDS © NEMA 5-15P Molded PVC Grounding Plug PH- © Rated 60°C; 125V, North American Color Coding, 
290B, PH-185, or PH-173 UL Listed, CSA Certified 
Cable Price Each 
Length 
Volex Mfg. Part No. ConnectorA | ConnectorB | Imperial | Color Stock No. 1-24+ 
= RoHS SJ, 14 AWG 
17516 Ose © 17629 NEMA5-15P | __ Free End 8.66 | Black | 96K5645 | 22.97 
Dp—_____. = @ G © 17635 NEMA 5-15P Free End 15 | Black | 98K6028 | 40.37 
in SJ, 16 AWG 
@ NEMA 5-15P Molded Vinyl Grounding Plug listed, CSA certified @ 17419 NEMA 5-15P Free End 9 Black 96K5633 16.35 
@ Rated 60°C; 125V, European Color Coding, UL @ 17422 NEMA 5-15P Free End 12 Black | 96K5634 | 20.23 
bea Price Each @ 17425 NEMA 5-15P Free End 151 Black | 93K2569 | 36.93 
Mfg. Part No. Connector A Connector B inparial Color Stock No. 1-24+ SJ, 18 AWG 
SU, 14 AWG @ 17406 NEMA 5-15P Free End 6 | Black | 93K2566 8.46 
© 17629 NEMAS-15P | FreeEnd | 880 | Black | 96K5645 | 22.07 Si7408: NEMAS IBF | - fies End 8 Black | 36F887 | 12108 
© 17635 NEMAS5-15P | Free End oft Black | 98K6028 | 40.37 SJO, 18 AWG 
SJ, 16 AWG @ 17409 10 B1 NEMA 5-15P Free End 8 | Black | 93K2568 | 13.62 
@ 17419 NEMA 5-15P Free End 9 Black 96K5633 16.35 @ 17412 NEMA 5-15P Free End 12ft Black 96K5632 22.20 
@ 17422 NEMA5-15P | Free End 12 Black | 96K5634 | 20.23 SJT, 16 AWG 
@ 17425 NEMAS-15P | Free End tat | Black | 93K2569 | 36.93 Siete NEMA loR® |.1 shee End 2ot__[_Grey | _93k2563 | 24.93 
SJ, 18 AWG SJT, 18 AWG 
© 17406 NEMA5415P | Free End Black | 93K2566 are @ 174058 B1 NEMA5-15P_ | Free End 6 | Grey | 99K5544 6.54 
© 17408 NEMA 5-15P Free End 3 Black | 36F857 Aaa © 17407 8 Bt NEMA 5-15P Free End 8 Grey | 93K2567 7.90 
$JO, 18 AWG SV, 18 AWG 
© 17409 1081 | NEMAS-16P | Free End A Black | 93K2568 | 13.62 wiles NEMAS-15F' _| Free End at__[_ Black | 36F1038 | 11.68 
© 17412 NEMAS-15P_| Free End 12 Black | 96K5632 | 22.20 SVT, 18. AWG 
SJT, 14 AWG @ 17237 8 BI NEMA 5-15P Free End 6 Grey | 98K6010 8.00 
@ 17516 NEMA 5-15P Free End 6.5ft Black 93K2590 12.67 @ 17239 8 B1 NEMA 5-15P. Free End 8 Grey 93K2553 7.02 
175171081 | NEMA5-15P | Free End 10ft Black | 93K2591 | 18.45 PIM_6223 
> CONTINUED > 
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CABLE ASSEMBLIES 


POWER CORDS 


POWER SUPPLY CORDS WITH CONNECTOR 


en 


@ Rated 60°C; 125V, Molded Vinyl Grounding 


Volex 
Seis ; 

Compliant 

Available 
OG 


@ International Color Coding, UL Listed, CSA 


@ Indicates RoHS Compliant 


AC LINE CORD 


4] Find Datasheets Online 


Switchcraft 
CONXALL’ 


HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 


RoHS — 
Compliant 
Available 


7.50’ (190.5) long, black SVT vinyl jacket AC line cord. 1250W, 10A, 125V. 18 AWG (41x34). Meets NEMA 5-15. 


Connector, IEC-320-C-13 Certified UL listed, CSA certified. 
Cable Price Each Cable Price Each 
Length Length a 
Mfg. Part No. ConnectorA | ConnectorB | Imperial | Color | Stock No. 1-24+ Mfg. PartNo. | ConnectorA | ConnectorB | Imperial | Color | Stock No. 1-9+ 
18 AWG, Shielded @ P2392X NEMA5-15P | IEC 60320 C13 7.5ft Black | 94M5783 | 36.17 
@ 17749 EC 60320 C13 | Free End 6.5 Black 37F3303 7.57 PIM_8939 
@ 17750 EC 60320 C13 Free End 10ft Black 37F3304 8.55 
HOS5VV-F 
@ 2120H EC 60320 C13 Free End 8i Black 93K3154 11.99 RIGHT-ANGLE, FOIL SHIELDED POWER SUPPLY CORDS 
SUT, 16 AWG 
@ 17520 EC 60320 C13 | Free End 6.5 | Black 93K2593 8.82 
@ 17521 10 B1 EC 6032013 | Free End to | Black | 93K2594 | 12.10 Volex 
SUT, 16 AWG, Shielded Geetinp jan 
@ 17620 EC 60320 C13 Free End 6.5 Black 93K2639 10.61 Available 
@ 17621 EC 60320 C13 | Free End 9.8 | Black 93K2640 15.15 @) @G 
SITS AWG @ Molded PVC Right-Angle Grounding Connector @ NEMA 5-15P Molded Vinyl Grounding Plug, PVC 
@ 17518 10 B1 EC 60320 C13 | Free End 6.51 | Black 96K5641 6.70 PH-390 IEC 320-C-13 Jacketed , 
@ 17519 L EC 60320 C13 Free End 9.8 Black 93K2592 9.05 Cable Price Each 
SJT, 18 AWG, Shielded Mfg. Part No. Connector A Connector B | Length | Color | Stock No. | 1-24+ 
© 17619 NEMA5-15P [Free End ton [Black [ 93K2638 | 11.33 16 AWG 
SVT, 18 AWG © 17508 EC 60320 C13 Right Angle | NEMA5-15P | 6.5 | Black | 93K2586 | 7.46 
@ 17254 EC 6032013 | Free End 7.sit_[ Black [| 93K2555 6.02 @ 17509 EC 60320 C13 Right Angle | NEMA5-15P | 10f | Black | 93K2587 | 15.47 
PIM_6225 18 AWG 
@ 17507 10 B1 | IEC 60320 C13 Right Angle | NEMA5-15P 101 Black | 93K2585 15.37 
DETACHABLE POWER SUPPLY CORDS 18 AWG, Shielded 
@ 17606 IEC 60320 C13 Right Angle | NEMA5-15P | 6.5 Black | 37F3347 2.95 
- SUT, 16 AWG, Shielded 
= Volex @ 17608 IEC 60320 C13 Right Angle | NEMA5-15P | 6.5 Black | 93K2609 13.14 
@ 17609 EC 60320 C13 Right Angle | NEMA 5-15P 101 Black | 93K2610 5.30 
Gop tinaian SJT, 18 AWG 
aie @ 17506 EC 60320 C13 RightAngle | NEMA5-15P | 6.6ft | Black | 96K5638 | 9.67 
TAN GE 507, 18 ANG Shielded 
© 3 Conductor Unshielded PVC Jacketed © Molded PVC Grounding Connector, IEC 320-C13 @ 17607 EC 60320 C13 RightAngle | NEMA5-15P | 10f | Black | 93K2608 2.65 
@ NEMA6-15P Molded PVC Grounding Plug @ UL Recognized, CSA Certified SVT, 18 AWG, Shielded 
Cable Price Each @ 17745 IEC 60320 C13 Right Angle | NEMA5-15P | 6.5 Black | 93K2651 9.44 
Length @ 17746 EC 60320 C13 RightAngle | NEMAS-15P | tof | Black | 93K2652 | 9.96 
Mfg. Part No. Connector A Connector B Imperial | Color | Stock No. 1-24+ 
SJT PIM_6143 
@ 17568 10 C3 NEMA 6-15P IEC 60320 C13 6.5ft Black 96K5643 8.49 
@ 17569 NEMA 6-15P. IEC 60320 C13 10ft Black 96K5644 11.06 3-CONDUCTOR SJ POWER SUPPLY CORD 
SVT 
@ 17566 NEMA 6-15P. IEC 60320 C13 6.6ft Black 96K5642 13.50 
@ 17567 10 C3 NEMA 6-15P IEC 60320 C13 9.8ft Black 93K2602 14.32 Volex 
ae E> <Q Gee tinoint 
Available 
POWER SUPPLY CORDS WITH RIGHT-ANGLE CONNECTOR (Or G 
@ NEMA 5-15P molded PVC ground plug © North American color coding 
@ NEMA5-15R molded PVC ground connector @ UL listed, CSA certified 
Volex © Smooth black PVC jacket 


ir 


fh 


RoHS — 
Compliant 
Available 


@ Rated 60°C; 125V; Dual-Rated at 10A-250V Certified 
@ International Color Coding, UL Listed, CSA 
Cable Price Each 
Length 
Mfg. Part No. Connector A ConnectorB | Imperial | Color | Stock No. 1-24+ 
SJT 
@ 17536 IEC 60320 C13 Free End 6.5ft Black 93K2600 5.21 
@ 17537 IEC 60320 C13 Free End 10ft Black 93K2601 10.04 
SVT 
@ 17751 IEC 60320 C13 Free End 6.5ft Black 93K2654 7.04 
@ 17539 IEC 60320 C13 Free End 10ft Black 37F3328 17.75 
PIM_6226 


550 


Special use cord for equipment with built-in receptacle with blades and grounding pin for cord attachment. 
Cable Price Each 
Length 
Mfg. Part No. Connector A ConnectorB | Imperial | Color Stock No. 1-24+ 
SJ 
@ 17461 NEMA 5-15R NEMA 5-15P 10ft Black 45P4168 21.37 
PIM_6145 


element14 COMMUNITY 


element14.com 


GET INSPIRED 


COLLABORATE DESIGN RESEARCH ASK EXPERTS 


PIM_5591167 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CABLE ASSEMBLIES 


POWER CORDS 


2-CONDUCTOR POWER SUPPLY CORDS VINYL OUTDOOR EXTENSION POWER CORDS 


— 


Volex 


z Gy RoHS — 
~~ RoHS r Ls = Compliant 
Compliant ( , Outdoor Outdoor > gee ‘Available 
oe 1 eB roi ‘orl Cord ord tA 
179021117906 @® G @) G 


17109 


© Rating: 1250W/10A © Rated 60°C; 125V, UL listed, CSA certified 
Conductors split 1”, stripped and twisted 5/8”. NEMA 1-15P. Type SPT-1 parallel cords. Molded PVC polarized 023098803 024098804 025890002 
plug. @ Meets OSHA standards for outdoor use @ ULlisted, CSA certified 

Cable Price Each These all-purpose, 3-conductor type SJTW power cord sets feature NEMA 5-15P plug and NEMA 5-15R female 
Length receptacle. The 16 and 14 gauge cords have molded PVC end. The 12 gauge cords feature clear PVC ends with 
Mfg. PartNo. | Connector A Connector B Imperial | Color | Stock No. | _1-24+ a neon power indicator lamp in the female receptacle that lights when power is on. PVC jacket resists moisture, 

SPT-2 abrasion and exposure to sunlight. Rated hard usage per National Electrical Code. Temperature rating: -20° 

@ 171091 NEMA 1-15P Free End oft Brown | 93K2547 4.94 ce - 

@ 171099 NEMA 1-15P Free End oft | White | 93K2548 | 5.20 pee | Price Each_ 

@ 2166H 10C3_| NEMA1-15P | IEC 60320 C7, Figure 8 6ft Black | 81K8109 4.25 Mfg. PartNo. | ConnectorA | ConnectorB | Imperial | Color Stock No. 4-4+ 

@ 17902 PH-707A Plug Free End 2ft Black | 93K2674 2.03 SJTW 

@ 17906 PH-707A Plug Free End 6ft__| Black | 93K2675 5.16 @ 023088803 NEMA5-15P_ | NEMA5-15R 50ft Orange | 62M3351 61.87 
PIM_6183 @ 024088804 NEMA 5-15P NEMA 5-15R 50ft Red 62M3353 99.83 

@ 025880002 NEMA 5-15P NEMA 5-15R 50ft Yellow 62M3363 = 

NORTH AMERICAN JUMPER CORDS @ 023098803 NEMA 5-15P NEMA 5-15R 100ft Orange 62M3352 — 

@ 024098804 NEMA 5-15P NEMA 5-15R 100ft Red 62M3354 = 
@ 025890002 NEMA 5-15P NEMA 5-15R 100ft Yellow 62M3364 = 
PIM_103021 
Volex - 
RoHS 
Compliant PHONE CORDS . 
ome GG 

@ Molded PVC Grounding Plug, IEC-320-C-14 @ Molded PVC Grounding Connector, IEC-320-C-13 

Cable Price Each tA Ose 
Length 4 Available 
Mfg. Part No. Connector A ConnectorB | Imperial | Color | Stock No. 1-24+ r 

SJT, 14 AWG eo 

@ 2136H EC 6032019 | IEC 60320 C20 8ft Black | 01H7588 23.18 Se) 

SJT, 16 AWG 4 . Lt, S— 

landset Coil Cord : 
@ 17525 EC 6032013 | IEC 60320 C14 3.3ft Black | 93K2596 7.30 Plug-to-plug Extension Cords 
Phone replacement cord 

SUT, 18 AWG Handset Coil Cords 

@ 17524 10 B1 EC 60320 C13 | IEC 60320 C14 3.3ft Black | 93K2595 6.19 Modular plugs at both ends. 

SJT, 18 AWG, Shielded Phone Replacement Cords 

Modular plug end fits wall jack; spade-terminal end connects to phone. (Cable color: Silver) 

@ 17625 EC 60320 C13 | IEC 60320 C14 3.25ft Black | 93K2641 Tate Plug-to-Plug Extension Cords 

SVT, 18 AWG, Shielded Extended cord length from phone to wall jack. 

@ 17753 EC 6032013 | IEC 60320 C14 3.25ft Black | 93K2655 5.48 Cable Price Each 
PIM_6146 Mfg. Part No. | Connector Type A Connector Type B Length | Color | Stock No. 1-4+ 
nn Handset Coil Cords 

. 4P4C Handset | 4P4C Handset Modular PI 25ft | Beige | 14R8573 
”Y” POWER SUPPLY CORDS @ 30-9535 odaies a jandset Modular Plug eige 7.04 


Phone Replacement Cords 
30-9540 | 6P4C Modular Plug 4 Color Coded Spades 6ft | Silver | 44F3924 1.40 
Volex Plug-to-Plug Extension Cords 


RoHS 30-9513 | 6P4C Modular Plug 6P4C Modular Plug 15ft | Ivory | 46F2002 2.14 
Gepsinpiat @ 30-9515 | 6P4C Modular Plug] 6P4C Modular Plug ttt [Silver | 44F3940 | 4.07 
) 7) @ 30-9514 | 6P4C Modular Plug 6P4C Modular Plug 25ft | Ivory | 14R8572 4.21 
— @ 30-9516 | 6P4C Modular Plug 6P4C Modular Plug 25ft | Silver | 44F3941 4.18 
@ Y-Cords Replaces 2 Standard Power Cords @ Rated 60°C, Cord Type: SUT, Color: Black, UL PIM. 7512 
@ 2Molded PVC Grounding Connectors AEC 250A listed, CSA certified = 
Cable Price Each 
Length 
Mfg. Part No. Connector A Connector B Imperial | Color | Stock No. 1-24+ 
SUT, 16 AWG Cut costs, not corners with 
@ 17270A IEC 60320 C14 | IEC 60320 C13 6ft Black | 93K2558 15.29 
@17271A IEC 60320014 | IEC 60320 C13 10ft Black | 93K2559 21.25 
@ 17274A NEMA 5-15P EC 60320 C13 6ft Black | 93K2561 16.05 
@ 17275A NEMA5-15P | IEC 60320013 | 10f | Black | 93K2562 | 43.75 multicomp Board & Box Components 
SJT, 18 AWG newark.com/multicomp 
@ 17268A IEC 60320014 | IEC 60320 C13 6ft Black | 93K2556 14.44 
@ 17269A IEC 60320014 | IEC 60320 C13 10ft Black | 93K2557 17.03 | 
@ 17272A NEMA 5-15P EC 60320 C13 6ft Black | 93K2560 13.11 R/ ‘ 
@ 17273A NEMA 5-15P EC 60320 C13 10ft Black | 04M4702 2.01 oe 
PIM_31471 | 


PIM_5624841 
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WIRE & CABLE 


DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


MULTICONDUCTOR BRAID SHIELDED CABLE 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


BRILLIANCE® PROFESSIONAL MUSIC/MICROPHONE CABLE (CONT.) 


WITH PVC JACKET @) AlphaWire Price per 
Cables you ma Service you deserve No. of External Spool |__Spool__ 
Bais Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
Geptinnian 24 AWG, 40 x 45AWG 
Bier 8413 010100 2 5.055mm | Black | 100% | O02F4038 | 362.78 
© Stranded tinned copper conductors © Transparent (Clear) PVC jacket 24 AWG, 19 x 36AWG 
© Color-coded PVC insulation, thickness 0.010” © Operating temperature: -20°C to 80°C : 
@ Braided tinned copper shield © Voltage rating: 200V @ 9452 010U500 2 3.429mm Black 500ft 03F1661 645.61 
Price per 22 AWG, 16 x 34AWG 
No. of External Spool Spool @ 8422 060500 2 §.867mm Chrome 5001 15B3318 | 1205.73 
Mfg. Part No. Conductors | Diameter Color Size Stock No. 1-4+ @ 8422 060U1000 2 5.867mm Chrome | 1000 02F4030 | 1770.00 
28 AWG, 7 x 36AWG 20 AWG, 26 x 34AWG 
@ 1120 CLO05 2 2.921mm | Transparent 100ft 27M2950 518.11 @ 8412010100 2 6.655mm Black 100ft 87K6280 315.42 
@ 1120 CLO01 2 2.921mm | Transparent | 1000ft 02F9784 | 2113.85 @ 8412 010U500 2 6.655mm Black 5001 02F3992 | 1378.04 
@ 1121 CLO0S 3 3.048mm | Transparent 100ft 02F9785 611.59 @ 8423 010100 3 6.909mm Black 100! 02F3994 585.86 
@ 1121 CLO01 3 3.048mm | Transparent | 1000ft 02F9787 | 2493.43 @ 8424 010100 4 7.468mm Black 100ft 02F3998 551.39 
@ 1122 CLO01 4 3.048mm Transparent 1000ft 85K9581 3149.02 @ 8424 010500 4 7.468mm Black 500ft 87K7176 2558.54 
@ 1122 CLOOS 4 3.302mm_| Transparent | 100ft 02F9788 771.88 @ 8424 0101000 4 7.468mm Black 1000 87K2767_ | 5117.07 
PIM_6133 @ 8425 010100 5 8.077mm Black 100 02F4003 907.18 
@ 8426 010100 6 8.687mm Black 100ft 02F4005 | 1027.21 
@ 8427 010100 7 9.017mm Black 100ft 02F4007 
eee @ 8418 010100 8 9.677mm Black 100 02F4012 mea 
MICROPHONE CABLE AlphaWire a 
© Stranded tinned copper conductors except mfg. part no. Si pr Soniesspasiibsoes 20 AWG, 19 x 32AWG 
1702 tinned copper/copperweld 4 : sae @ 8404 060100 4 6.401mm Chrome 100ft 87K7172 577.29 
‘ol 
conductor ; Gop tinaian @ 8404 0601000 4 6.401mm | Chrome | 1000 87K7173_ | 4948.92 
@ One conductor cable for high Available 
performance mics, two conductor 18 AWG, 41 x 34AWG 
for low performance mics = @ 8428 010100 2 7.366mm Black 100 02F4009 612.78 
© Braided tinned copper shield except 
for mfg. part nos. 1702, 1705, 1709 ——ss=»_—" AGAWG, 65ix S4AWG 
spiral wrapped shield @ 8408 001500 2 9.652mm Brown 5001 | 02F6171 4092.17 
© Polyethylene insulation PIM 6156 
© Clear polyester wrap 7 
@ Slate PVC jacket 
© Operating temperature: -20°C to 60°C ALPHA WIRE INDUSTRIAL SERIES 
zie AlphaWire 
No. of External Spool |_spoo! _-——s« SERIES SF FLEXIBLE SERVO CABLE ~ scien 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ 
— RoHS 
25 AWG, 7 x 34AWG | Ose 
@ 1702 SLO05 1 2.794mm Slate 100 88K1348 286.41 I P 5 ; ; Fitch fi Available 
© Two configuratuions: Power or Composite for @ UL oil resistant 
@ 1702 SLO01 ! efoemm —_ 100% WA 1045.59 power and control ® Suitable for use in Class |, Div. 2 @ @ 
24 AWG, 10 x 34AWG © High flexiblility — 10x bend radius locations per Article 501 of NEC 
@ 1705 SLO05 1 2.794mm Slate 100 02F8799 241.51 e ULsunlight resistant @ ULlisted, CSA certified 
@ 1705 SLO01 1 2.794mm Slate 1000ft 02F8801 1282.24 Series SF flexible servo cable provides high performance while offering enchanced flexibility in flexing 
applications that require continuous movement. Features tinned copper conductors, PVC/nylon insulation, 
@ 1703 SLO05 1 3.8mm Slate 100 02F8793 196.97 aluminum/polyester foil shield with tinned copper braid, and an orange TPE (thermoplastic elastomer) outer 
@ 1703 SLO01 1 3.81mm Slate 1000ft 02F8795 1125.38 jacket. Operating temperature range: -25°C to +90°C (static), -5°C to +90°C (dynamic). Rated UL TC-ER 
@ 1709 SLO05 2 4.826mm Slate 100) 02F8805 310.62 (600V), UL WTTC (1000V), CSAAWM I/II A/B FT4. Sold in 100’ spools. 
@ 1709 SL001 2 4.826mm Slate 1000 02F8807 1848.81 Bi on 
22 AWG, 19 x 34AWG No. of External Spool poo 
us Mfg. Part No. Conductors Diameter Color Size Stock No. 1-9+ 
@ 1710 SLO05 2 5.842mm Slate 100 02F8808 328.36 
18 AWG, 19 x 30AWG, Power — 4 Conductors for Power/Ground 
@ 1710 SL001 2 5.842mm Slate 1000ft 85K9623 1394.32 = 
@ SF61118CY ORO05 4 9.75mm Orange 1001 90R0582 441.39 
20 AWG, 26 x 34AWG 
16 AWG, 26 x 30AWG, Power — 4 Conductors for Power/Ground 
@ 1706 SLO05 1 4.572mm Slate 100 02F8802 409.19 = 
@ i706 Sion 1 4572 5 T000K o2Fe804 @ SF61116CY ORO05 4 10.36mm Orange 1001 90R0579 483.06 
572mm ate 
Sar SLs ; See bse too = ISHS 16 AWG, 19 x 30AWG, 26 x 30AWG, Composite — 4 Conductors + 2 Prs for Power/Control 
aie: ; ao 5 /-- SOUASD) @ SF61220CY ORO0S 8 16.383mm | Orange | 100% | 90R0585 | 749.53 
.613mm ate 
aioe = HAZ 14 AWG, 41 x 30AWG, Power — 4 Conductors for Power/Ground 
~ @ SF61114CY ORO05S 4 11.23mm | Orange | 100 90R0576 573.83 
14 AWG, 19 x 30AWG, 41 x 30AWG, Composite — 4 Conductors + 2 Prs for Power/Control 
miueicrorsoease” —“Belianee’ BELDEN cece eae [eae Do ieee [tan 
—_ SENDING ALL THE GIGHTSIGNALS 12 AWG, 65 x 30AWG, Power — 4 Conductors for Power/Ground 
@ SF61112CY ORO05 4 12.9mm Orange | 100 90R0573 691.25 


RoHS _ 
Compliant 
Available 


8422 


1804A 


Designed for flexibility, service and reliable signal transmission at audio frequencies. Shielded multiconductor 
cable is used in low impedance applications. Rubber jacketed cable is recommended for abrasion and impact 
resistance offering extra limpness so cable lies flat. Hypalon® jacketed cable are recommended for outside 
use, cold weather applications. Sun-, oil-, and-ozone resistant. PVC jacketed cable is recommended for lower 
capacitance, lower loss, and is lighter weight, smaller in diameter and ozone- and oil-resistant. Mfg. part nos. 
8408, 8412, 8418, 8424-27 tinned copper conductors, rubber insulated, rayon and tinned copper braid shields. 
Sold in spool sizes indicated in table below. 1000’ spools are also available; go online or call. 


Price per 
No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
28 AWG, 19 x 40AWG 
1804A J5C100 2.921mm Black 100ft 04F6697 346.80 
1804A J5C500 2.921mm Black 500ft 04F6698 =| 1622.74 
> CONTINUED > 


552 


12 AWG, 26 x 30AWG, 65 x 30AWG, Composite — 4 Conductors + 2 Prs for Power/Control 


@ SF61222CY ORO05 8 18.161mm | Orange 1001 90R0591 957.77 
10 AWG, 105 x 30AWG, Power — 4 Conductors for Power/Ground 
@ SF61110CY ORO05 4 15.37mm | Orange 100 90R0570 849.48 


10 AWG, 26 x 30AWG, 105 x 30AWG, Composite — 4 Conductors + 2 Prs for Power/Control 


@ SF61223CY ORO05 8 20.12mm Orange 1001 90R0594 1124.37 
8 AWG, 168 x 30AWG, Power — 4 Conductors for Power/Ground 
@ SF61108CY ORO05S 4 19.99mm Orange 1001 90R0567 1299.25 


8 AWG, 26 x 30AWG, 168 x 30AWG, Composite — 4 Conductors + 2 Prs for Power/Control 
@ SF61224CY ORO05 8 24.69mm Orange 1001 90R0597 1381.87 
PIM_194862 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


RS-485 INDUSTRIAL AUTOMATION SHIELDED 
PAIRED CABLE 


@) AlphaWire 


Cables you trust. Service you deserve. 


RoHS _ 

Compliant 

Available 
Wu & 


© Superior quality to improve system reliability © Operating temperature: -20°C to 60°C 

@ 22 AWG stranded tinned copper conductors @ Industry approvals: UL: CM PLTC; CSA: CM FT1 
@ Foam high-density polyethylene (HDPE) insulation @ Suitable for use in Class 1 Division 2 locations per 
© Foil shield plus 65% tinned copper braid shield NEC Article 501 

@ Black UL sunlight- and oil-resistant PVC jacket @ ULlisted, CSA certified 

© Voltage rating: 300V © Sold in spools sizes indicated in table below 
RS-485 cable brings proven data transmission protocol to the factory floor in a rugged design. Reduces 

electrical noise sensitivity to keep reliability and performance at world-class levels. 

Price per 
No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-2+ 

22 AWG, 7 x 30AWG 
@ 6453 BK001 1 7.21mm Black 10001 34P0700 1147.36 
@ 6453 BK002 1 7.21mm Black 500ft 34P0701 585.19 
@ 6453 BK005 1 7.21mm Black 100ft 34P0702 171.14 
@ 6454 BK001 1.5 7.62mm Black 1000: 34P0703 1259.45 
@ 6454 BK002 15 7.62mm Black 500ft 34P0704 642.41 
@ 6454 BKO05 15 7.62mm Black 100ft 34P0705 203.64 
@ 6455 BK001 2 8.89mm Black 1000ft 34P0706 2012.63 
@ 6455 BK002 2 8.89mm Black 500ft 34P0707 1163.29 
@ 6455 BK005 2 8.89mm Black 100ft 08P3224 368.74 
@ 6456 BK001 3 10.52mm Black 1000ft 34P0708 2304.53 
@ 6456 BK002 3 10.52mm Black 500ft 34P0709 1332.01 
@ 6456 BK005 3 10.52mm Black 100ft 34P0710 333.04 
@ 6457 BKO01 4 11.38mm Black 1000ft 34P0711 2594.81 
@ 6457 BK002 4 11.38mm Black 500ft 34P0712 1499.84 
@ 6457 BKO05 4 11.38mm Black 100ft 34P0713 375.03 

PIM_136935 


DATABUS® ISA/SP-50 FOUNDATION FIELDBUS OR 
PROFIBUS PAIRED CABLE 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 


RoHS 
Compliant 
= ee) Available 


WIRE & CABLE 


ATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


DEVICEBUS® PAIRED CABLE FOR ODVA DEVICENET™ (CONT.) 
e@soszaTsuio0 | 2 | 12192mm | Grey | ‘1000t | 66F790 
PIM_6190 


9151.79 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 


RoHS — 
Compliant 
Available 


EIA INDUSTRIAL CABLE — RS-485 PLTC/CM 


ao 


@ Black UV-resistant PVC jacket 


@ Impedance (nom.): 120 ohm 
© Operating voltage (max.): 300V (UL) 


© Twisted pair 22 AWG (7x30) tinned copper 
conductors 
© Datalene® insulation 


© Overall Beldfoil® shield(100% coverage) plus © Meets flame test: UL1685 UL loading; CSA FT1 
tinned copper braid © Operating temperature range: -20°C To +60°C 
@ 22 AWG (7x30) stranded tinned copper drain wire 
Price per 
No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
22 AWG, 7 x 30AWG 
@ 3105A 010500 1 7.14mm Black 500ft 88K2138 1602.47 
@ 3105A 0101000 1 7.14mm Black 1000ft 66F7739 3204.94 
@ 3106A 010500 1 7.62mm Black 500ft 88K2140 1770.54 
@ 3106A 0101000 1 7.62mm Black 1000ft 88K2139 3541.07 
@ 3107A. 0101000 2 8.89mm Black 1000ft 32M6860 6402.63 
PIM_6193 


VARIABLE FREQUENCY DRIVE (VFD) CABLE 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 


RoHS _ 
Compliant 
=, Available 


29502 
29512 


® Stranded tinned copper conductors 
© Cross-linked polyethylene insulation 
® Sunlight- and oil-resistant black PVC outer jacket 


Extremely flexible motor supply cable suitable for AC motor drive and variable frequency drive (VFD) 
applications. Sold in spool quantities indicated in tables below. 

Four-conductor VFD cable features three circuit conductors plus one full-size ground and an overall Beldfoil® 
aluminum foil/polyester tape shield with tinned copper braid and tinned copper drain wire. Max. operating 
voltage: UL 1000 Vrms (Flexible Motor Supply Cable), 600 Vrms (NEC Type TC-ER per NEC article 336); 1000 
Vrms (CSA AWM I/II A/B). 


@ UL voltage rated: 1000V 
© UL temperature rated: 90°C wet/dry 


Five-conductor composite VFD cable features one twisted pair (signal) with Beldfoil® aluminum foil/polyester 
tape shield and stranded tinned copper drain wire, plus three multiconductors (VDF) with Duofoil® aluminum foil/ 
Mfg. part no. 3079A DataBus® ISA/SP-50 PROFIBUS paired cable features solid bare copper conductors, polyester tape/aluminum foil shield plus tinned copper braid and a PVC insulated stranded tinned copper ground 
flame-retardant foam polyethylene insulation, Beldfoil® aluminum foil/polyester tape shield (100%) plus a tinned Wire. Max. operating voltage: UL 1000 Vrms (Flexible Motor Supply Cable), 1000 Vrms (NEC Type TC-ER per 
copper braid shield (65%), and a chrome-color PVC outer jacket. Fitted impedance: 150 OHMs. Nominal mutual NEC article 336); 1000 Vrms (CSA AWM I/II A/B). 
capacitance @ 1KHz: 8.5pF/ft. Rated: 300V, +75°C, NEC/CEC(UL): PLTC,CMG/CMG. Price per 
Mfg. part no. 3076F DataBus® ISA/SP-50 FOUNDATION Fieldbus or PROFIBUS paired cable features 7x26 No. of External Spool Spool 
stranded tinned copper conductors, polyolefin insulation, Beldfoil® aluminum foil/polyester tape shield (100%) Mfa. Part N Cond t Diamet Col & Stock Now| anc(<acul 
with tinned copper drain wire, and a orange-color PVC outer jacket. Unaveraged impedance: 100 OHMs. Nom. CHS enduciors pameter. cl ot ue DERN: - 
mutual capacitance @ 1KHz: 24.0pF/ft. Rated: 300V, +105°C, NEC/CEC(UL): PLTC,CMG,ITC/CM. 16 AWG, 26 x 30AWG, 65 x 30AWG, 5 Conductor Composite VFD — 3 Conductors + 1 Pair 
Price per @ 29512 010100 5 22.733mm Black 100: 40M4222 1615.96 
No. of External Spool Spool @ 29512 010500 5 22.733mm Black 5001 40M4223 = 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ @ 29512 0101000 5 22.733mm Black 1000 30M7206 os 
22 AWG, Solid 16 AWG, 26 x 30AWG, 41 x 30AWG, 5 Conductor Composite VFD — 3 Conductors + 1 Pair 
@ 3079A 0601000 1 8.001mm Chrome 1000ft 88K2136 4226.59 @ 29511 010100 5 20.828mm Black 1001 40M4220 1282.56 
18 AWG, 7 x 26AWG @ 20511 010500 5 20.828mm | Black | 500 404221 = 
© 3076F 003250 | 7417mm__| Orange 250ft 32M6858 633.66 @ 29511 0101000 5 20.828mm | Black | 1000 30M7205 a 
@ 3076F 003500 1 7.417mm Orange 500ft 32M6859 1215.99 16 AWG, 26 x 30AWG, 4 Conductor VFD 
@ 3076F 0061000 4 7.112mm Blue 1000ft 30H1660 2235.51 @ 29500 010500 4 13.462mm Black 5001 83F8563 =a 
PIM_6192 @ 29500 0101000 4 13.462mm Black 1000 83F8562 3745.15 
@ 29500 010100 4 13.564mm Black 100 18M5588 665.28 
DEVICEBUS® PAIRED CABLE FOR ODVA AG AWG, 41x SDAWG, 4{Conductor VFD 
DEVICENET™ @ 29501 010500 4 13.97mm Black 5001 83F8565 = 
7 SENDING ALNTHE HIGHT SIGNALS @ 29501 0101000 4 13.97mm Black 1000 88K1364 7385.51 
Gee eimpiat @ 29501 010100 4 15.342mm Black 100 18M5589 849.46 
y Available 12 AWG, 65 x 30AWG, 4 Conductor VFD 
3082A @ 29502 010100 4 15.24mm Black 100: 18M5590 936.42 
Cable features tinned copper conductors, PVC insulation (Power — red/black), foam polyethylene insulation @ 29502 010250 4 15.24mm Black 2501 92B4243 = 
(Data — blue/white) and individual aluminum foil/polyester tape shield plus tinned copper braid. Voltage @ 29502 010500 4 15.24mm Black 500 83F8567 3345.13 
rating: 300V. Nom. impedance: 120 ohms. Nom. capacitance: 12.0 pF/Ft . Meter marks on jacket aids users in = 
installation. Go online or call for the high-flex version. © 29502 0101000 4 16.002mm_ | Black | 1000 83F8566 os 
Price per 10 AWG, 105 x 30AWG, 4 Conductor VFD 
No. of External Spool Spool @ 29503 010100 4 16.764mm Black 1001 18M5591 1221.04 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ @ 29503 010500 4 16.764mm Black 5001 83F8568 5726.75 
24 AWG, 19 x 36AWG, 19 x 34AWG @ 29503 0101000 4 17.526mm Black 1000 1903214 = 
@ 3084A T5U500 | 2 | 6.985mm Grey 500ft 88K1372 2298.08 8 AWG, 7 x 19 x 29AWG, 4 Conductor VFD 
18 AWG, 19 x 30AWG, 19 x 22AWG @ 29504 010500 4 22.606mm Black 5001 83F8569 5664.18 
@ 3082A T5U500 2 12.192mm Grey S00ft 88K1371 | 4575.90 @ 29504 0101000 4 22.606mm | Black | 1000} 09C9356 | 19339.20 
PIM_33077 
> CONTINUED > 
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WIRE & CABLE @ Indicates RoHS Compliant 4] Find Datasheets Online 


DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


MULTICONDUCTOR OVERALL FOIL/BRAID SHIELDED MULTICONDUCTOR SHIELDED AUDIO, CONTROL 
COMPUTER CABLE FOR EIA RS-232 APPLICATIONS BELDEN AND INSTRUMENTATION CABLE BELDEN 


SENDING ALL THE RIGHT SIGNALS SENDING ALL THE RIGHT SIGNALS 
RoHS RoHS 
Zs Gee tinoiat Ge tinoiat 
2 = Available ea : ee Available 
‘a i ~cee = Ww 
SS WG “ Wi 
© Tinned copper conductors © Chrome PVC jacket 9770 
@ SR-PVC insulated ® Rated 300V, 80°C Tinned copper stranded, non-paired conductors are polyethylene insulated except mfg. part no. 9770 
© Overall Beldfoil® aluminum-polyester shield plus © UL recognized 2464; CSA PCC FT4; NEC Type polypropylene and mfg. part no. 9418 S-R PVC insulated. Beldfoil® aluminum-polyester shield with stranded 
65% tinned copper braid CM tinned copper drain wire and PVC jacket. NEC Type CM. UL recognized except mfg. part no. 9770. Other spool 
Priceper sizes available, go online or call. 
No. of External Spool Spool Price per 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ No. of External Spool |__Spool _ 
24 AWG, 7 x 32AWG Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
@ 9608 060100 3 4.826mm | Chrome | 100 | 03F4215 | 312.08 22 AWG, 7 x 30AWG 
@ 9609 060100 4 5.08mm Chrome 100 03F4045 383.16 @ 9770 001U500 3 3.683mm Brown 5001 02F5317 953.77 
@ 9609 060500 4 5.08mm Chrome 500. 03F4046 1611.68 @ 9770 001U1000 3 3.683mm Brown 1000 87K7391 1907.53 
@ 9609 0601000 4 5.08mm Chrome 1000 03F4047 3223.35 @ 8771 060U500 3 §.055mm Chrome 500ft 88K2222 830.13 
© 9611 060100 6 57 15mm Chrome 100 87K1905 532.63 @ 8771 060U1000 3 §.055mm Chrome 1000: 02F4258 1660.26 
© 9617 060100 25 9.308mm | Chrome | toon | 034173 | 2733.33 20 AWG, 7 x 28AWG 
22 AWG, 7 x 30AWG @ 8772 060U500 3 §.537mm Chrome 500! 02F4259 1038.82 
@ 9939 060100 3 5.131mm Chrome 100) 03F4027 276.42 @ 8772 060U1000 3 §.537mm Chrome 1000 87K7275 2077.63 
@ 9939 060500 3 5.13imm | Chrome | Soot | 87K7449 | 1162.19 18 AWG, 19 x 30AWG 
© 9939 0601000 3 5.13imm | Chrome | 1000R | 87K7448 | 2924.37 9416-00050 : G22 2] OMOMe 200 | SIKIS3035 | MiSOInL 
@ 9940 060100 4 5.461mm Chrome 100ft 87K2854 331.26 @ 9418 060U1000 4 6.223mm Chrome 1000 87K7335 3122.28 
@ 9940 060500 4 5.461mm Chrome 500: 03F4031 1393.53 18 AWG, 16 x 30AWG 
© 9940 0601000 4 546imm | Chrome | 10008 | 03F4032 | 2787.05 @ 8770 06011500 3 Seesorom-e efrome ss | 00h | Waites || Hades 
® 9941 060100 5 5 842mm Chrome 100! 03F4033 308.52 @ 8770 060U1000 3 6.248mm Chrome 1000 88K2221 2418.71 
© 9941 060500 5 5.842mm | Chrome | S00t | 03F4034 | 1676.46 16 AWG, 19 x 29AWG 
© 9941 0601000 5 5.842mm | Chrome | 10008 | 87K7450 | 3125.60 © 8618 0600500 3 8.306mm_| Chrome | S00 _|RROSENSOIINN Reseed 
@ 9942 060100 6 6.223mm Chrome 100 87K7451 444.77 @ 8618 0601000 3 8.306mm Chrome 1000: 02F6172 4403.19 
@ 9942 060500 6 6.223mm | Chrome | 500 03F4037_ | 1870.81 PIM_6065 
@ 9942 0601000 6 6.223mm Chrome 1000ft 03F4038 3487.94 
© 9943 060100 7 6.223mm | Chrome | 100 03F4039 543.18 MULTICONDUCTOR SHIELDED SOUND, BROADCAST, BELDEN 
@ 9944 060100 8 6.706mm | Chrome | 100 87K7452 570.42 AUDIO, INSTRUMENTATION, AND COMPUTER CABLE 
@ 9944 060500 8 6.706mm | Chrome | 500 03F4043_ | 2398.89 a aa 
@ 9944 0601000 8 6.706mm | Chrome | 1000 03F4044 | 4797.77 ay _— Gee tinpian 
@ 9945 060100 9 7.112mm Chrome 1001 03F4197 647.01 — it eualanle 
@ 9945 060500 9 7.112mm Chrome 500! 03F4198 2721.03 OR AY @ 
@ 9945 0601000 9 7.142mm Chrome 1000: 03F4199 5442.05 ue ; 9533 : / 
Seana y Tamm | Chrome | toot | @7K7453 [72583 minumepolyester shld wth stranded tnned copper dan wire, Chrome PVG jacket. UL recognized 2464, 
@ 9946 060500 10 7.62mm Chrome | 500 03F4201__| 3052.99 300V, 80°C. CSA certified PCC FT4; NEC Type CM. 
@ 9946-1000-60 10 7.62mm Chrome 10001 03F4202 6105.97 Price per 
© 9947 060100 15 8.636mm | Chrome | 100% | 87K7454 | 994.20 No. of External Spool Spool 
@ 9947 0601000 15 8.636mm Chrome 10001 03F4205 8590.88 Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
@ 9948 060100 25 10.414mm Chrome 100ft 87K7455 2131.00 24 AWG, 7 x 32AWG 
@ 9949 060100 37 11.684mm | Chrome | ‘100% | 03F4209 | 2796.57 © 9533 060100 3 4.115mm_| Chrome | 100ft_ | 87K2835 161.75 
PIM_6067 @ 9533 060U500 3 4.115mm Chrome 5001 87K7362 679.95 
@ 9533 060U1000 3 4.115mm Chrome 1000: 03F1629 = 
LOW-CAPACITANCE é RoHS @ 9533 0601000 3 4.115mm Chrome 1000 15B3889 1359.90 
INDIVIDUALLY SHI ELDED A Geiatinpia BELDEN @ 9534 060100 4 4.674mm Chrome 100 03F1630 174.70 
PAIRED COMPUTER CABLE FOR SENDING ALL THE RIGHT SIGNALS @ 9534 060500 4 4.674mm Chrome 500! 20M4477 734.91 
RS-232 AND RS-422 @ 9534 060U500 4 4.674mm Chrome 500ft 03F1631 734.91 
Stranded tinned copper conductors, twisted pairs individually shielded with Beldfoil® aluminum-polyester shield © 9534 0601000 : 4.674mm Chrome 1000 Onc eed 1469.81 
and stranded tinned copper drain wire. Plus overall Beldfoil® aluminum-polyester shield, 65% tinned-copper @ 9534 060U1000 4 4.674mm_ | Chrome | 10001 29M7290 | 1469.81 
braid shield. Chrome PVC jacket Capacitance is 12.5pF/Ft. 60°C. UL recognized 2493. All NEC Type CM. @ 9535 060100 5 4.801mm Chrome 1001 03F1633 246.69 
Price per @ 9535 060U500 5 4.801mm Chrome 500! 03F1634 1037.22 
No.of | External Spool Spool @ 9535 0601000 5 4801mm | Chrome | 1000 | 15B3891 | 2074.44 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ © 9536 060100 6 5309mm Chrome 700 87K2836 264.88 
24 AWG, 7 x S2AWG @ 9536 060U500 6 §.309mm Chrome 500! 03F1637 1114.75 
e162 060100 u a7t2mm | Chrome | 100 | RBIS coo @ 9536 06001000 6 5.309mm | Chrome | 1000% | 034638 | 1481.69 
25162 060500 z a72mm | Chrome | _500t_| ASIKISaa eeae20 @ 9537 060100 7 5.309mm | Chrome | 100f | 03F1639 | 321.77 
e162 0601000 7 B7t2mm | Chrome | 1000 _| RUSE SESE © 9537 060500 7 5.309mm | Chrome | Soot | 1563895 | 1353.17 
@ 8163 060100 3 9.119mm Chrome 100ft 87K1542 917.04 © 9538 060100 8 569mm Chrome 700 87K7365 328.06 
@ 8163 060500 3 9.119mm Chrome 500ft 03F4019 3858.16 © 9538 060500 8 569mm Chrome 500 15B3807 168043 
@ 8163 0601000 3 9.119mm Chrome 1000ft 03F4020 7716.32 © 9538 060U500 8 569mm Chrome 500 87K7364 168043 
© 5164 060100 : Bes5mm | Chrome _| 100 _ | RRBAR2TO TAR MEMS © 9538 06001000 8 569mm | Chrome | 1000% | 03F1644 | 2760.85 
S164 0601000 4 Ses5mm | Chrome | 1000tt | ROAKASS Sa SEOIES @ 9539 060100 9 6.198mm | Chrome | 100R | 03F1645 | 347.92 
PIM_6085 @ 9539 060U500 9 6.198mm Chrome 500! 03F1646 1463.00 
SS OOS COL @ 9539 060U1000 9 6.198mm | Chrome | 1000) 03F1647_ | 2925.99 
@ 9540 060100 10 6.198mm Chrome 100) 03F1648 376.84 
@ 9540 060500 10 6.198mm Chrome 5001 87K6360 1584.51 
@ 9540 060U500 10 6.198mm Chrome 500! 03F1649 1584.51 
@ 9540 0601000 10 6.198mm Chrome 1000 15B3899 3169.01 
@ 9541 060100 15 7.214mm Chrome 1001 03F1651 517.34 
@ 9541 060U1000 15 7.214mm Chrome 1000ft 03F1653 4058.18 
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WIRE & CABLE 


ATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


MULTICONDUCTOR SHIELDED SOUND, BROADCAST, AUDIO, 
INSTRUMENTATION, AND COMPUTER CABLE (CONT.) 


MULTICONDUCTOR UNSHIELDED AUDIO, CONTROL AND 
INSTRUMENTATION CABLE (CONT.) 


Price per Price per 
No. of External Spool Spool No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
24 AWG, 7 x 32AWG 18 AWG, 19 x 30AWG 
© 9542 060100 20 7.976mm | Chrome | 100% | 87K7367 | 1003.77 @ 8489 060100 4 6.528mm | Chrome | 100 87K6285 | 294.92 
© 9543 060100 25 8.611mm | Chrome | 100f | 87K7368 | 1080.38 @ 8489 060U500 4 6.528mm | Chrome | 500 87K7185 | 1240.60 
© 9544 060100 30 9.652mm | Chrome | 100% | 87K7370 | 1182.51 © 8489 060500 4 6.528mm | Chrome | 500 15B3369 | 1240.60 
PIM. 6066 © 8465 060100 5 7.163mm | Chrome | 100 87K2773 | 369.63 
2 @ 8465 060U500 5 7.163mm | Chrome | 500 02F5276 | 1555.04 
MULTICONDUCTOR UNSHIELDED AUDIO, CONTROL SHS ey 2 71ésmm_| Chrome _| {000m [RUZHESSEas CIO 
AND INSTRUMENTATION CABLE BELDEN @ 8467 060100 7 7.849mm Chrome 100! 02F5278 519.41 
SENDING ALL THE RIGHT SIGNALS @ 8467 060500 7 7.849mm Chrome 500! 02F5280 2184.89 
Seite tan 28467 0601000 7 7.849mm | Chrome | 1000 02F6135 | 4369.78 
Available © 8469 060100 9 9.246mm | Chrome | 100 02F5282 | 645.59 
© 8469 060500 9 9.246mm | Chrome | 500 02F6136 | 2715.27 
@ 8469 0601000 9 9.246mm Chrome 1000) 02F5285 5430.54 
— © 8466 060100 12 10.465mm | Chrome | 100 02F4225 | 9846.38 
8443 © 8466 060500 12 10.465mm | Chrome | 500 02F6100 | 2751.95 
Meas ao, conan stuenision cl sulle FA R22 apieion.  “eapoatiow | 12 | ‘0a8inn_| Crone | vom oannss_| riz0.1 
nos. 8621-23, 8627, 8628, 9620-22, and 9721 which pass VW-1 vertical wire flame test. Working voltage: © 8468 060100 15 127mm | Chrome | 100 87K2774_| 1175.96 
BOOV, 80°C. © 8468 060500 15 127mm | Chrome | 500 02F4230 | 4946.89 
Price per @ 8619 060100 19 12.446mm Chrome 100 87K7258 1892.24 
No. of External Spool Spool @ 9626 060100 25 15.545mm | Chrome | 100 87K7382 | 2995.50 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 16 AWG, 19 x 29AWG 
22 AWG, 7 x 30AWG, 19 x 30AWG, 18AWG, (Four 22AWG/Two 18AWG Conductors) © 8620 060100 4 955mm Chrome 100 87K7259 675.97 
© 8446 060100 8 5.994mm_| Chrome _| 100i _ [RGTI7IGOREESEA2be © 9620 060100 5 70.439mm | Chrome | toon | 02F5345 | 853.60 
© 8446 060U500 6 5.984mm_| Chrome | S0Gh | RRBIG2525a Rieiiave © 9620 060500 5 70.439mm | Chrome | Soot | 87K7380 | 3590.98 
© 8446-U1000-60 8 5.994mm_| Chrome | 1000f | O2F4087 | 3235.92 © 8621 060100 7 41.633mm | Chrome | ‘00% | 87K7260 | 1108.15 
22 AWG, 7 x 30AWG © 8621 060500 7 11.633mm | Chrome | 500% | 02F4235 | agoa.aa 
@ 8442 060500 2 4318mm | Chrome | 500 9286703 | 294.95 9771060100 3 12.508mm | Chrome | 100 a7K7383 | 1309.57 
© 8442 060U500 “ 416mm _| Chrome | S00 |IR2nGORs Sconces © 9621 060100 9 73.538mm | Chrome | 100% | 87K7381 | 4659.08 
© 8442 060U1000 2 4318mm_| Chrome _| _1000tt_[RIGUIGHIT Ra VMSA © 8622 060100 12 15.926mm | Chrome | toon | 02F4237 | 2506.09 
@ 8442 0601000 2 4318mm_| Chrome | 1000 |ASBSS2505 Mises © 8623 060100 15 47.628mm | Chrome | 100% | 03F1555 a 
© 8443 060100 3 4.369mm_| Chrome | 100 | 88K2210 | 150.22 © 9622-100-60 5 22.327mm | Chrome | 100 02F5350 | 5500.37 
@ 8443 060U500 3 4.369mm | Chrome | 500 02-4075 | 631.72 14 AWG, 19 x 27AWG 
© 8443 060U1000 3 4369mm_| Chrome | 1000 | 87K7179 | 1263.43 © 8627 060100 12.446mm | Chrome | 100% | 02F5342 | 4164.20 
© 8444 060100 4 4699mm | Chrome | 100 87K2772_| 179.39 ‘we s678 080100 qeaodm | oChrome 400 e7K1783 | 1995 71 
@ 8444 060U500 4 4.699mm | Chrome | 500 02F4079 | 754.29 
© 8444 06001000 4 469mm | Chrome | 1000% | 87K2771 | 1508.58 ee 
© 8445 060100 5 4.928mm | Chrome | 100 o2F4081 | 242.14 
@ 8445 060U500 5 4.928mm | Chrome | 500 02F4083 | 1017.67 PAIRED BELDFOIL® SHIELDED RS-232 COMPUTER BELDEN 
@ 9430 060U500 7 5.436mm Chrome 500! 87K7341 1161.57 CABLE SENDING ALL THE RIGHT SIGNALS 
@ 9430 060U1000 7 5.436mm | Chrome | 1000f | 87K7340 | 2323.13 RoHS 
© 9421 060100 8 5.817mm | Chrome | 100 03F1542 | 320.55 a ee 
© 9423 060100 9 6.198mm | Chrome | 100 87K6357_| 357.17 Ss ° 
@ 8456 060100 10 6.706mm | Chrome | 100 87K7182 | 399.26 
@ 8456 060U500 10 6.706mm | Chrome | S00 | 02F4304 | 4678.67 eepien pee 
Feature twisted paired tinned copper conductors, PVC insulation and overall Beldfoil® aluminum polyester 
© 8456 060U1000 10 8.706mm_| Chrome | _ 1000) 02F4305 | 3357.34 shield with tinned copper drain wire. Chrome PVC jacket. UL recognized 2464, 300V, 80°C; NEC type CM. 
© 8457 060100 12 6.909mm | Chrome | 100 87K7183 | 381.85 aes 
© 8457 060U500 12 6.909mm | Chrome | 500 02F4307 | 1846.91 No.of | External Spool Spool 
@ 8457 060U1000 12 6.909mm Chrome 10001 02F4308 | 3693.82 Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
© 8458 060100 15 8.001Imm | Chrome | 100 87K7184 | 701.42 24 AWG, 7 x 32AWG 
@ 8458 060500 15 8.001mm Chrome 5001 02F4298 2949.09 @ 9501 060U500 1 3.962mm Chrome 5001 02F4860 526.93 
© 8458 0601000 15 8.001mm | Chrome | 1000 | 87K1768 | 5898.18 @ 9501 060100 1 3.962mm | Chrome | 100 02F4859 125.32 
© 9431 060500 20 8.763mm | Chrome | 500 87K7342 | 4240.22 © 9502 060U1000 2 5.639mm | Chrome | ‘000% | 02F4864 | 1754.61 
© 8459 060100 25 983mm | Chrome | 100 02F4300 | 1289.75 @ 9502 060100 2 5.639mm | Chrome | 100 02F4862 208.55 
© 8459 060500 25 9.83mm | Chrome | 500 02F6110 | 5424.35 @ 9503 060U500 3 5.893mm | Chrome | 500 87K7356 | 1133.87 
© 9433 060100 40 11.557mm | Chrome | 100 87K7344_| 1556.80 @ 9503 060100 3 5.893mm | Chrome | 100 87K7357 269.73 
20 AWG, 7 x 28AWG @ 9504 060U1000 4 6731mm | Chrome | 1000 | 02F4870 | 2793.42 
@ 9444 060100 4 5.512mm | Chrome | 100 02F5323 | 237.86 @ 9504 060100 4 6.731mm | Chrome | 100 87K7358 332.13 
@ 9444 060U500 4 §.512mm Chrome 5001 87K2833 1000.41 @ 9505 060100 5 7.341mm Chrome 100: 02F4871 373.74 
@ 9444 060U1000 4 §.512mm Chrome 1000: 02F5325 2000.81 @ 9506 060100 6 7.344mm Chrome 1001 87K7359 527.85 
@ 9445 060100 5 6.071mm | Chrome | 100 02F5326 | 301.70 @ 9506 060500 6 7.341mm | Chrome | 500 02F4875 | 9990.47 
@ 9445 060U500 5 6.071mm | Chrome | 500 02F5327 a @ 9506 0601000 6 7.341mm | Chrome | 1000 02F6119 | 4440.93 
@ 9445 060U1000 5 6.071mm Chrome 1000: 87K7345 2536.95 @ 9507 060100 7 7.468mm Chrome 1001 02F4877 554.78 
© 9439 060100 7 6.604mm | Chrome | 100 03F1549 | 420.29 @ 9508 060100 8 8.23mm Chrome | 100ft 87K7360 657.67 
@ 9439 060U500 7 6.604mm | Chrome | 500 03F1550 | 1767.17 @ 9508 060500 8 8.23mm Chrome |  500ft 02F4881 | 2766.78 
@ 9455 060100 9 8.052mm | Chrome | 100 87K7348 | 582.62 @ 9508 0601000 8 8.23mm Chrome | 1000 02F6121 | 5533.56 
© 9457 060500 12 8.585mm | Chrome | 500 02F5333 | 3091.08 @ 9509 060100 9 8.484mm | Chrome | 100 02F4883 728.29 
© 9457 0601000 12 8.585mm | Chrome | 1000 | 02F5334 | 7112.57 © 9509 060500 9 8.484mm | Chrome |  500ft 02F4884 | 3063.25 
© 9457 060100 12 8.59mm | Chrome | 100 02F5332 | 945.43 @ 9509 0601000 9 8.484mm | Chrome | 1000 02F6122 | 6126.51 
@ 9458 060100 15 9.881mm Chrome 100: 87K7351 1103.26 @ 9510 060100 10 9.347mm Chrome 100 02F4930 823.02 
@ 9515 060100 15 10.592mm | Chrome | 100 02F4933 | 1230.77 
> CONTINUED > > CONTINUED > 
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DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


PAIRED BELDFOIL® SHIELDED RS-232 COMPUTER CABLE (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


LOW-CAPACITANCE SHIELDED PAIRED COMPUTER CABLE FOR EIA RS- 


Price per 232/422 APPLICATIONS (CONT.) 
No. of External Spool Spool Price per 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ No. of External Spool Spool 
24 AWG, 7 x 32AWG Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
@ 9515 0601000 15 10.592mm Chrome 1000ft 02F6125 =| 10354.68 24 AWG, 7 x 32AWG 
@ 9525 060100 25 12.776mm Chrome 100ft 02F4936 2437.33 @ 1423A 0601000 6 8.103mm Chrome 1000ft 04F9513 Como” 
24 AWG, 7 x 0.2mm @ 1424A 0601000 12 10.617mm Chrome 1000ft 04F9514 6723.53 
@ 9503 060U1000 3 5.8mm | Chrome | 1000R | 024867 | 2267.73 PIM_6018 
PIM_57681 


PAIRED OVERALL FOIL/BRAID-SHIELDED BELDEN 


COMPUTER CABLE FOR EIA RS-232 
SENDING ALL THE RIGHT SIGNALS 
: ee 
8334 © 
WG 


8325 


3- AND 4-CONDUCTOR PORTABLE CORDAGE 


a RoHS 
- Compliant 
——— pola 


b\ 
8453 


@ Mfg. part no. 8453 — UL/CSA Type SV 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 


© Stranded tinned copper conductors 


Low capacitance computer cable for EIA RS-232 applications. Also suitable for CAD/CAM applications. : ras pao a 2 Separator . a Low no. 8454 — UL Style 4097 Types: 
Stranded tinned copper conductors, SR PVC insulated twisted pairs with overall Beldfoil® aluminum-polyester © Black SBR She oer P 7 Voltage rating 300V, 60°C 
shield plus 65% tinned copper braid shield. Chrome PVC jacket. Mfg. part nos. 8342 and 8312 have 12 pairs is 
plus 1 single conductor. 300V, 80°C. UL recognized 2464, CSA certified Type T2. NEC type CM. Also available Price per 
in 1000’ spools; go online or call. No. of External Spool Spool 
Price per Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
No. of External Spool Spool 18 AWG, 41 x 34AWG 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ @ 8453 010100 3 6.502mm Black 400ft 02F4063 765.21 
24 AWG, 7 x 32AWG @ 8454 010100 6.73imm | Black | ‘too | 02F4065 | 382.97 
@ 8332 060100 2 6.35mm Chrome 100 03F4103 229.91 ae 
®@ 8333 060100 3 6.731mm Chrome 100 87K1725 463.55 
@ 8334 060100 4 7.315mm Chrome 100 87K1729 525.69 
weiss ORION 5 7493mm Chrome 100 87K1730 Eaaton oe PORTABLE CORDAGE — TYPE BELDEN 
@ 8336 060100 6 7.874mm Chrome 100 03F3972 661.65 SENDING ALL THE RIGHT SIGNALS 
®@ 8340 060100 10 9.779mm Chrome 100 03F3978 1064.89 RoHS _ 
© 8342 060100 12 10.287mm | Chrome 100 03F3981 | 1248.76 Gee einoiat 
22 AWG, 7 x 30AWG 
@ 8302 060100 2 7.112mm Chrome 100 89K0066 461.78 ) @ 
© 8302 060500 2 712mm __| Chrome | 500 87K1639_|_ 1941.96 © ULICSA type: SJTOW power distribution 
@ 8303 060100 3 7.468mm Chrome 100 03F3951 512.28 © Bare copper conductors : : e Passes VW-1 vertical wire flame test 
— 3 | 7asenm | Girone [soot (MRE tscties vat poperimpe seperation” Operating tempera renge: 40°C to 105°C 
© 8304 060100 4 8.128mm__| Chrome | _ 100 87K1680_ | 649.26 @ Belfiex™ PVC blend jacket ® ULlisted, CSA certified 
@ 8304 060500 4 8.128mm Chrome 500 87K1681 2729.96 @ Applications include motor control and in-plant © Sold in 250’ spools 
@ 8305 060100 5 8.179mm Chrome 100: 87K1704 776.47 Price per 
@ 8305 060500 5 8.179mm Chrome 500 03F3955 | 3044.91 No. of External Spool Spool 
@ 8306 060100 6 8.839mm Chrome 100 03F3957 840.13 Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
@ 8306 060500 6 8.839mm | Chrome | 500 03F3958 | 3532.75 18 AWG, 42 x 34AWG 
@ 8307 060100 7 8.839mm Chrome 100 03F3960 921.66 @ 19509 B59250 3 8.001mm Black 250ft 92F2194 1091.56 
© 8308 060100 8 9.754mm | Chrome | 100 03F3963 | 1114.22 16 AWG, 65 x 34AWG 
@ 8308 060500 8 9.754mm Chrome 5001 03F3964 4686.79 @ 19510 B59250 3 8.636mm Black 250ft 87K6206 1448.75 
@ 8312 060100 12 11.557mm Chrome 1001 03F4091 1592.15 14 AWG, 41 x 30AWG 
@ 8312 060500 12 14.557mm Chrome 500 87K1709 6697.15 @ 19511 B59250 3 9.652mm Black 250ft 92F2196 4570.70 
@ 8318 060100 18 13.716mm Chrome 100 87K1710 2677.41 PIM_31472 
@ 8318 060500 18 13.716mm Chrome 5008 03F4098 = |11260.92 
@ 8325 060500 25 15.748mm Chrome 500ft 03F4101 |17769.21 BARE COPPER 2- AND 3-CONDUCTOR PORTABLE BELDEN 
PIM_6032 CORDAGE 


LOW-CAPACITANCE SHIELDED PAIRED COMPUTER BELDEN 


CABLE FOR EIA RS-232/422 APPLICATIONS 
SENDING ALL THE RIGHT SIGNALS 


— > RoHS 
ge Osa 
. Available 


~— 


1424A 
Low capacitance computer cable for EIA RS-232/422 applications. Tinned copper twisted pairs are Datalene® 


(foam polyethylene) insulated with overall Beldfoil® aluminum-polyester shield.Features a stranded tinned 
copper drain wire and chrome PVC jacket. Datalene® insulation features include low dielectric constant and a 
dissipation factor for high-speed, low distortion data handling; it is light weight and offers good crush resistance. 
Nominal impedance 100 ohms. Mfg. part no. 1424A has 12 pairs plus1 single conductor. UL recognized 2919, 
30V, 80°C; NEC type CM; CSA PCC FT 1, 18.95pF/ft. capacitance. Sold in 1000’ spools. Also available in 
500’ spools; go online or call. 
Price per 
No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
24 AWG, 7 x 32AWG 
@ 1419A 060500 2 6.299mm Chrome 500ft 15B1782 775.35 
@ 1419A 0601000 2 6.299mm Chrome 1000ft 04F9506 433.09 
@ 1420A 0601000 3 6.629mm Chrome 1000ft 04F9510 2369.33 
@ 1421A 060500 4 7.112mm Chrome 500ft 15B1784 1260.95 
@ 1421A 0601000 4 7.112mm Chrome 1000ft 04F9511 2521.90 
> CONTINUED > 
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SENDING ALL THE RIGHT SIGNALS 


RoHS _ 
Compliant 
s - _ Available 
_,* \ 


19352 
19129 12801 
Unshielded Portable Cords 
Price per 
No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
18 AWG, 42 x 34AWG, Type SVT, PVC Jacket, 300V Rated 60°C 
@ 19140 010250 2 6.172mm Black 250! 37F3068 684.20 
@ 19402 010250 3 6.426mm Black 250! 87K1193 879.74 
@ 19350 008250 3 6.426mm Grey 250! 36F1172 901.69 
18 AWG, 42 x 34AWG, Type SJT, PVC Jacket, 300V Rated 60°C 
@ 19348 010250 3 8.331mm Black 250ft 36F1167 719.18 
@ 19352 010250 3 8.331mm Black 250 37F3077 1053.69 
18 AWG, 41 x 34AWG, Type SO, Neoprene Jacket, 600V Rated 60°C 
@ 19209 010250 3 9.652mm Black 250! 36F1369 1979.75 
18 AWG, 41 x 34AWG, Type SJ, Rubber Jacket, 300V, Rated 60°C 
@ 19125 010250 3 8.001mm Black 250! 37F3071 1218.56 
18 AWG, 16 x 30AWG, Type SJO, Neoprene Jacket, 300V Rated 60°C 
@ 19229 010250 3 8.001mm Black 250! 87K6205 1295.82 
> CONTINUED > 
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WIRE & CABLE 


ATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


BARE COPPER 2- AND 3-CONDUCTOR PORTABLE CORDAGE (CONT.) 600-VOLT PORTABLE CORDS — TYPE SOOW (CONT.) 
Price per Price per 
No. of External Spool Spool No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
18 AWG, 16 x 30AWG, Type SJ, Rubber Jacket, 300V Rated 60°C 12 AWG, 65 x 30AWG 
@ 19129 010250 3 8.001mm | Black 250ft 36F1372 1125.41 @ 02724.85.01 2 14.48mm Black 250ft 04F3869 797.05 
16 AWG, 65 x 34AWG, Type SO, Neoprene Jacket, 600V Rated 60°C @ 02726.85.01 4 16.51mm Black 250ft 04F3894 1074.70 
@ 19208 010250 3 10.16mm Black 250ft 36F1370 2362.20 10 AWG, 104 x 30AWG 
16 AWG, 65 x 34AWG, Type SUT, PVC Jacket, 300V Rated 60°C @ 02767.85.01 2 15.75mm Black 250ft 93B8611 1111.90 
@ 19349 010250 3 8.636mm Black 250ft 87K1190 1367.42 @ 02728.85.01 3 16.76mm Black 250ft 99F6783 1525.39 
@ 19353 010250 3 8.966mm Black 250ft 37F3078 1311.40 @ 02727.85.01 4 18.16mm Black 250ft 96B7751 1372.05 
16 AWG, 26 x 30AWG, Type SJO, Neoprene Jacket, 300V Rated 60°C @ 02727.35T.01 4 18.16mm Black 250ft 05F1247 1372.05 
@ 19228 010250 2 8.001mm Black 250ft 36F985 1360.60 PIM_73839 
@ 19230 010250 3 8.636mm Black 250ft 87K1189 1710.66 ——— EE EE__—EZ__—S=__=_= 
16 AWG, 26 x 30AWG, Type SJ, Rubber Jacket, 300V, Rated 60°C 80°C MULTICONDUCTOR FOIL SHIELDED 
@ 19130 010250 3 8.636mm | Black 250ft 36F1373 1416.84 COMMUNICATION AND CONTROL CABLE Al h Wi 
14 AWG, 41 x 30AWG, Type SO, Neoprene Jacket, 600V Rated 60°C pnavvire 
@ 19207 010250 3 13.665mm | Black | 250f 36F1371 | 3799.88 CIO ae eset 
14 AWG, 41 x 30AWG, Type SJT, PVC Jacket, 300V Rated 60°C Gee sinpiat 
@ 19354 010250 3 9.652mm Black 250ft 37F3079 1636.15 Available 
14 AWG, 41 x 30AWG, Type SJ, Rubber Jacket, 300V, Rated 60°C @) @ 
@ 8479 010250 3 9.652mm Black 250ft 02F5661 1784.56 
10 AWG, 105 x 30AWG, Type S, Rubber Jacket, 600V Rated 60°C @ 
@ 19105 010250 3 17.297mm Black 250ft 37F3074 5895.65 
PIM_6122 


Beldfoil® Shielded Portable Cords © Stranded tinned copper conductors © UL type CM, AWM 2576, CSACMG FT4 
Bacainen © Color-coded PVC insulation © Temperature range: -20°C to +80°C - AWM, 75°C. 
Ss aa @ Aluminum/Mylar tape shield, foil facing outward - CM, 60°C - CMG 
No. of External Spool boon © Tinned copper drain wire @ Passes UL VW-1 vertical flame test 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ © Slate PVC jacket  ULlisted, CSA certified 
18 AWG, 42 x 34AWG, Type SJT, PVC Jacket, 300V Rated 60°C Price per 
@ 19362 010250 3 8.636mm Black 250ft 37F3080 1667.65 No. of External Spool Spool 
18 AWG, 41 x 34AWG, Type SVT, PVC Jacket, 300V Rated 60°C Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
@ 19401 010250 3 6.858mm Black 250ft 87K1192 1242.90 24 AWG, 7 x 32AWG 
14 AWG, 41 x 30AWG, Type SJT, PVC Jacket, 300V Rated 60°C @ 1212C SL005 2 4.064mm Slate 100 03F6144 218.93 
@ 19364 010250 3 10.211mm Black 250ft 37F3082 1988.51 @ 1212C SL002 2 4.064mm Slate 500 03F6145 394.19 
PIM_5511186 @ 1213C SLO05 3 4.14mm Slate 100) 86K6706 288.07 
@ 1213C SL002 3 4.14mm Slate 500 03F6147 519.79 
PARALLEL LAMP CORDS Rots ea @ 1214C SLO05 4 4.42mm Slate 100) 86K6707 305.81 
avalatiis @ 1214C SL002 4 442mm | Slate | 500 03F6149 | 551.74 
SENDING AILTHEIRIGHTSIGNALS @ 1215C SLOOS 5 4.75mm Slate 100 03F6150 | 337.31 
@) G @ 1215C SLO02 5 475mm | Slate | 500 03F6151 | 664.33 
=a SS —_ — en 3 Simm | Sate | 100 GSRES2 
© Bare copper conductors © 300V, 60°C @ 1216C SL002 6 5.11mm Slate 500: 03F6153 740.70 
© One conductor polarity ribbed ® ULlisted, CSA certified — Types SPT-1, SPT-2 @ 1217C SLO05 7 5.08mm Slate 100 03F6154 361.56 
@ PVC jacket @ 1217C SLO02 7 5.08mm | Slate | 500 03F6155 | 808.52 
Price per @ 1218C SLO05 8 §.436mm Slate 100) 85K9585 294.37 
eee : tee of - yi ce Sree @ 1218C $LO002 8 5.436mm | Slate | 500 03F6157 | 900.13 
g.Rart No: jonductors boc) ae lockiNe; ae @ 12196 SLO05 9 5.791mm | Slate | 100 03F6158 | 317.52 
18 AWG, 42 x 34AWG, 2.79 x 5.26mm _ Ext. Dia. — Type SPT-1 
© 19122 001250 2 B 0 37F3061 @ 1219C SL002 9 §.791mm Slate 500 03F6159 968.64 
— S287 @ 1219/10C SLO05 10 542mm | Slate | toot | 86K8995 | 339.70 
18 AWG, 42 x 34AWG, 2.79 x 5.26mm Ext. Dia. — Type SPT-1 
@ 1219/10C SLO02 10 5.842mm Slate 500: 03F6161 1036.48 
@ 19122 010250 2 Black 250ft 87K6204 528.26 
16 AWG, 65 x 34AWG, 3.94 x 7.59mm Ext. Dia. — Type SPT-2 one 2 6ésemm_| Sete | 0 
e Teor [2 ee oe 36F1820 a CE £ oon | eee 
pei iad USt2 @ 1219/15C SLO05 15 7.112mm Slate 100) 03F6165 511.14 
~ @ 1219/15C SLO02 15 7.112mm Slate 500: 03F6166 1519.75 
@ 1219/20C SLO05 20 7.62mm Slate 100) 03F6167 591.47 
600-VOLT PORTABLE CORDS — TYPE © General Cable CAROL. 6 i219720¢ sio02 20 762mm | Slate | soot | 85K9586 | 2297.17 
soow BRAND @ 1219/25C SLO05 25 8.382mm Slate 100) 03F6169 933.34 
Gee sinpiat @ 1219/25C SLO02 25 8.382mm | Slate | 500 03F6170 | 2785.14 
Available 22 AWG, 7 x 30AWG 
@) G @ 1292C SL005 2 4.27mm | Slate | 100 03F6182 | 225.60 
Applications: © Portable appliances @ 1292C SL002 2 4.27mm Slate 500: 03F6183 405.86 
© Portable tools and equipment © Small motors and associated machinery @ 1293C SLO05 3 4572mm_ | Slate 100 27M2951 305.81 
Type SOOW unshielded 600V portable cords with fully annealed stranded bare copper conductors, premium- @ 1293C SL002 3 4.572mm Slate 500! 85K9591 697.68 
grade color-coded EPDM insulation and black Carolprene® jacket. Resistance to water, oil, moisture and @ 1294C SLO05 4 4.8mm Slate 100 86K6709 347.26 
abrasion. Good tensile strength and high flexibility. Temperature range: -40°C to +90°C. MSHA approved. = = 
UL listed, CSA certified for indoor and outdoor use. Sold in spools of 250’. 1000’ spool available on special @ 1294C SL002 4 4.8mm Slate 500 88K1336 725.40 
order; go online or call. @ 1295C SLO05 5 5.18mm Slate 100 03F6188 357.67 
Price per @ 1295C SL002 5 5.18mm Slate 500 03F6189 753.53 
No. of External Spool Spool @ 1296C SLOOS 6 5.563mm | Slate | 100 88K1337 | 260.25 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ @ 1296C SLO02 6 5.563mm Slate 500) 03F6191 854.66 
14 AWG, 41 x 30AWG @ 12976 SLO05 7 5.588mm | Slate | 100 88K1338 | 305.27 
© 02762.357.01 3 13.462mm_ | Black | 250ft_| 82R6853_| 850.58 © 1297C SL002 7 5.588mm | Slate | 500 03F6194 | 934.35 
@ 02768.85.01 4 14.478mm Black 250ft 04F3892 1114.26 @ 1298C SLO05 8 5.842mm Slate 100 88K2108 335.48 
@ 1298C SL002 8 §.842mm Slate 500: 03F6196 1086.41 
@ 1299C SL005 9 6.35mm Slate 100) 86K8997 339.70 
> CONTINUED > > CONTINUED > 
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WIRE & CABLE @ Indicates RoHS Compliant | Find Datasheets Online 
DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 
80°C MULTICONDUCTOR FOIL SHIELDED COMMUNICATION AND PLENUM-RATED FOIL-SHIELDED MULTICONDUCTOR AND MULTIPAIR 
CONTROL CABLE (CONT.) CABLE (CONT.) 
Price per Price per 
No. of External Spool Spool No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ 
22 AWG, 7 x 30AWG 20 AWG, 7 x 0.307mm 
@ 1299C SL002 9 6.35mm Slate 500 03F6198 1218.72 @ 58126 SLO02 6 4.851mm Slate 500 04F5127 1398.33 
@ 1299/10C SLO05 10 6.807mm Slate 100 86K6710 387.30 @ 58126 SL001 6 4.851mm Slate 1000! 04F5128 2640.10 
@ 1299/10C SLO02 10 6.807mm Slate 500 03F6200 1309.95 18 AWG, 7 x 0.386mm 
@ 1299/12C SLO05 12 7.112mm Slate 100 85K9592 464.56 @ 58431 SLO02 2 4.115mm Slate 500 04F5129 1031.46 
@ 1299/12C SLO02 12 7.112mm Slate 500 85K9593_ | 1384.71 @ 58431 SLO01 2 4.115mm Slate 1000ft 04F5130 1718.49 
@ 1299/15C SLO05 15 7.62mm Slate 100 85K9594 718.16 @ 58133 SLO02 3 4.369mm Slate 500 28B8155 1425.29 
@ 1299/15C SLO02 15 7.62mm Slate 500 03F6205 | 2243.01 @ 58133 SL001 3 4.369mm Slate 1000ft 04F5612 2375.38 
@ 1299/20C SLO05 20 8.382mm Slate 100 03F6206 1036.60 @ 58134 SLO02 4 4.801mm Slate 500 04F5131 1442.40 
@ 1299/20C SLO02 20 8.382mm Slate 500 88K1339 | 3093.65 @ 58134 SL001 4 4.801mm Slate 1000ft 04F5132 2723.53 
@ 1299/25C SLO05 25 9.398mm Slate 100 03F6208 1236.09 @ 58136 SLO02 6 5.766mm Slate 500! 04F5133 2250.92 
@ 1299/25C SLO02 25 9.398mm Slate 500 03F6209 | 3688.71 @ 58136 SLO01 6 5.766mm Slate 1000ft 04F5134 4250.33 
PIM_6104 16 AWG, 7 x 0.488mm 
@ 58142 SL001 2 4.724mm Slate 1000: 04F5613 2351.28 
4 5.5371 Ss 500 28B8156 
PPEHUR RATED FOIL-SHIETDED salah =i 4 5 Sn = e | 100on | o4Fse14 See 
MULTICONDUCTOR AND MULTIPAIR CABLE AlphaWire — 
PIM_6128 
Cables you trust, Service you deserve, 
RoHS 
Gee tinpiat Multipaired — Foil-Shielded 
vailable 
@® (q} Price per 
No. of External Spool Spool 
C € Mfg. Part No. Pairs Diameter Color Size Stock No. 1-2+ 
24 AWG, 7 x 32AWG 
@ 58401 SL001 1 3.048mm Slate 1000 04F5110 969.64 
@ 58401 SLO02 1 3.048mm Slate 500! 04F5109 513.79 
7 22 AWG, 7 x 30AWG 
julticonductor 
© UL Type CMP, CL2P © CSAFT6 Type CMP @ 58411 SLO01 1 3.2mm Slate 1000ft 04F5114 1292.94 
@ Plenum applications without conduit @ ULlisted, CSA certified, CE compliant @ 58411 SLOO2 1 3.2mm Slate 500! 04F5113 684.93 
: Has aye eet Sere ere nee er acaies Shi @ 58412 SLO01 2 4.699mm | Slate | 1000 | 04F6047 | 1831.60 
lulticonductor and multipaired foil-shielded cable features stranded bare copper conductors. Shielding 
is constructed of aluminum/polyester foil. Drain wire is stranded tinned copper. Plenum-rated PVC jacket. @ 58412 SLOO2 2 4.699mm Slate 500 92F7520 1099.50 
Maximum operating temperature: -5°C to +75°C. Voltage rating: 300V. Applications include remote control @ 58413 SLO01 3 5.004mm Slate 1000} 92F7516 2077.89 
and oe systems, burglar alarms, cash registers, and other low-voltage systems. Sold in 500’ and 1000’ @ 58413 SLOO2 3 5.004mm Slate 500) 28B8157 1247.19 
spools 
Multiconductor — Foil-Shielded @ 58415 SLO01 5 6.071mm Slate 1000 04F6048 3043.97 
Pri @ 58416 SL001 6 6.629mm Slate 1000 92F7518 4023.53 
rice per 
No. of Extemal Spool Spool @ 58416 SLO02 6 6.629mm Slate 500 28B8158 2131.12 
Mfg. Part No. Conductors | Diameter | Color Size Stock No. 1-2+ @ 58419 SLOO2 9 7.899mm Slate 500) O5F1758 | 3230.24 
24 AWG, 7 x 32AWG @ 58420/19 SLO01 19 10.617mm Slate 1000: 04F6049 = |10565.21 
@ 57003 SLO02 3 3.048mm Slate 500 28B7981 362.55 PIM_5511199 
@ 57004 SL002 4 3.327mm Slate 500 28B7983 460.18 
@ 57004 SLO01 4 3.327mm_| Slate | 1000f | 28B7982 796.05 ARMORLITE® TYPE AC ARMORED Fe 
Ory @ 
© 57006 SLO02 6 3.912mm | Slate 500 1302189 724.94 MULTICONDUCTOR CABLE + Southwire 
@ 57006 SL001 6 3.912mm Slate 1000ft 13C2188 1319.30 
@ 57008 SL002 8 4.242mm Slate 500 85K9873 956.01 —_ @ ©) 
@ 57008 SL001 8 4.242mm Slate 1000 28B7986 1458.96 Cre wet 
@ 57015 SL002 15 5.512mm Slate 500ft 28B7992 1941.70 . = 
USA 
@ 57015 SLO01 15 §.512mm Slate 1000 28B7991 3359.03 Features Applications 
@ 58110/25 SLOO1 25 6.655mm Slate | 1000 04F5112 = © Lightweight aluminum interlocked armor applied © Branch, feeder and service power distribution in 
22 AWG, 7 x 30AWG overall commercial, industrial, institutional, and multi-res- 
@ 10 AWG solid copper power conductors idential buildings 
© 58113 SLO02 3 3.378mm Slate 500 OSm1867 762.12 @ Type THHN insulated conductors are individually © Power, lighting, control, and signal circuits 
@ 58113 SLO01 3 3.378mm Slate 1000ft 04F5608 1171.72 wrapped with moisture-resistant, flame-retardant © iDry locations only 
@ 58114 SLO02 4 3.683mm | Slate 500! 92F9392 847.17 rant at dri aatananpoceaaiics ° ike beeen ienctal 
e solid aluminum bond wire placed inside © Concealed or exposed installations 
@ 58114 SLO01 4 3.683mm Slate 1000ft 04F5115 1411.46 armor @ Environmental air-handling spaces per NEC® 
@ 58116 SLO02 6 4.369mm Slate 500 04F5116 1169.11 © Voltage rating: 600V 300.22 (C) 
© 58116 SLOO1 6 4.369mm Slate 1000ft 04F5117 1948.01 @ Rated VW-1 passes Vertical Wire flame test @ Installation in cable tray and approved raceways 
= - @ Meets Federal spec. A-A59544 (formerly J-C-30B) | © Under raised floors for information technology 
@ 58117 SL001 7 4.369mm_| Slate_| 1000 04F5609_ | 2193.03 © Meets NFPA (National Electrical Code) Article 320 equipment; conductors and cable per NEC® 
@ 58118 SLO02 8 4.75mm Slate 500ft 04F5118 1507.03 ® ULlisted 645.5(D), 645.5(D)(2) 
© 58118 SLO01 8 475mm | Slate | 1000 | O04F5119 | 2510.64 # Made in the USA 
@ 58119 SLO01 9 5.105mm Slate 1000 04F5610 2719.57 sae a 
© 56120 SLOO1 10 5.537 5 fooor | 04-5121 | 2964.81 No. of External Spool a 
au ae oI Mfg. Part No. Conductors Diameter Size Stock No. 1-1- 
@ 58120/12 SLO01 12 5.715mm Slate 1000: 04F5611 2944.82 10 AWG. Solid 
ee 
me a — : = a? Se 61-02-98-02 2 14.22mm Toon T2AC5402 = 
© 58120/25 SLO02 S7émm | Slate See a 61-02-99-01 3 témm Toon 72Ac5403__| 284.29 
@ 58120/25 SLO01 25 7.976mm Slate 1000 04F5124 5738.08 
20 AWG, 7 x 0.307mm PIMCOF 4914 
@ 58421 SL002 2 3.505mm Slate 500 87F4251 757.63 
@ 58421 SL001 2 3.505mm Slate 1000ft 87F4252 1429.15 
@ 58124 SL002 4 4.064mm Slate 500 04F5125 1138.25 
@ 58124 SL001 4 4.064mm Slate 1000ft 04F5126 1895.88 
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WIRE & CABLE 


ATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


ARMORLITE® TYPE MC METAL CLAD MULTIPAIR FOIL-SHIELDED CABLE (CONT.) 


MULTICONDUCTOR CABLE Price per 
No. of External Spool Spool 
CE iC) Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
= 24 AWG, 7 x 32AWG 
@ 5471C SL002 1 4.064mm Slate 500ft 03F6276 335.21 
eer @ 5471C SL005 1 4.064mm Slate 100 03F6275 93.96 
Features Applications 
© Lightweight aluminum interlocked armor overall © Branch, feeder, service power distribution in com- @ 5472C SLO02 2 5.39mm Slate 500 03F6278 358.15 
e 12 AWG or 10 AWG solid copper power conductors eae ctshgaee jetted @ 5472C SL005 2 §.39mm Slate 100ft 03F6277 113.08 
" balerpertrenes eniypene ariel obs. -s Falvslor anbedded plese ase 4 | S6t0mm_| See | 900 
© THHN/THWN insulated single conductors cabled © @ Concealed or exposed installations @ 5473C SLO05 3 5.689mm Slate 100 03F6279 124.98 
together with binder tape wrapped around @ Environmental air-handling spaces per NEC® @ 5474C SL002 4 6.17mm Slate 500: 27M3016 603.70 
e ee ie 600V e a a per NEC® 518.4; theaters per @ S474C L005 Gs Eda Slate 100Ft Ushe28t 204.23 
© Rated VW-1 passes Vertical Wire flame test NEC® 520.5 @ 5475C SLO02 5 6.858mm Slate 500ft 03F6284 726.67 
© Meets Federal spec. A-A59544 (formerly J-C-30B) e As aerial cable on a messenger @ 5475C SL005 5 6.858mm Slate 100: 88K1449 247.68 
® Meas FTAEEE 1202(7.000 STUY Vetcl "§ sialon neal tn and agpovetroaweys © grodsuot | 6 | Taam | Sta | eiot_|_eaFea_| 964.0 
© Meets NEC (National Electrical Code) standards equipment; conductors and cable per NEC® @ 5476C SLO05 6 7.62mm Slate 100ft 03F6285 260.90 
® ULlisted 645.5(D), 645.5(D)(2) ; @ 5477C SLO02 7 7.85mm Slate 500 03F6288 =| 1178.02 
@ Made in USA e ease waa Il Div. 2, and Class III Div. 4 @ 5A77C SL005 7 7 85mm Slate 100 B5K9860 311.99 
icone @ 5478C SL002 8 8.128mm Slate 500ft 03F6290 1417.14 
No. of External Spool | Spool _ @ 5478C SLO005 8 8.128mm Slate 100ft 88K2170 377.02 
Mfg. Part No. Conductors Diameter Size Stock No. 4-1- @ 5479C SLO02 9 8.712mm Slate 500! 03F6292 1380.56 
12 AWG, Solid @ 5479C SLO05 9 8.712mm Slate 100 03F6291 375.62 
68-58-00-01 2 12.07mm 10ft 12AC5404 11.76 @ 5480C SLO02 10 9.652mm Slate 500ft 03F6294 1404.59 
10 AWG, Solid @ 5480C SLO05 10 9.652mm Slate 100ft 03F6293 426.96 
68-58-18-03 2 13.8mm 50ft 12AC5405 = @ 5480/15C SLO02 15 10.668mm Slate 500 85K9861 2228.72 
68-58-42-01 3 14.7mm 50ft 12AC5406 a @ 5480/15C SLO05 15 10.668mm Slate 100 03F6295 683.06 
68-58-42-01 3 14.7mm 100ft 12AC5407 ae @ 5480/19C SLO02 19 11.43mm Slate 500ft 03F6298 3388.54 
68-72-02-01 4 15.8mm 50ft 12AC5408 = @ 5480/19C SLO05 19 11.43mm Slate 100ft 03F6297 1104.64 
68-72-02-01 4 15.8mm 100ft 12AC5409 = @ 5480/25C SLO002 25 13.462mm Slate 500 03F6300 4032.78 
PIM_5714517 @ 5480/25C SLO05 25 13.462mm Slate 100 03F6299 1247.71 
@ 5480/50C SLO02 50 17.78mm Slate 500ft 03F6302 |12197.90 
MILITARY-GRADE BRAIDED SHIELD saa 
MULTIGONGUE TOR CABLE &) AlphaWire @ 2211C SLO02 1 4.064mm Slate 500 85K9679 402.86 
rae eee @ 2211C SLO05 1 4.064mm Slate 100ft 03F6220 125.06 
Gee sinpian @ 2212C SL002 2 5.842mm | Slate |  500ft 85K9681 673.99 
Available @ 2212C SL005 2 5.842mm Slate 100 85K9680 251.29 
@ 2213C SL002 3 6.22mm Slate 500ft 85K9683 848.54 
@ 2213C SLO05 3 6.22mm Slate 100ft 85K9682 316.16 
@ 2214C SL002 4 6.756mm Slate 500 03F6227 1027.36 
@ 2214C SLO05 4 6.756mm Slate 100 85K9684 346.33 
© Stranded tinned-copper 18AWG conductors meet  @ Slate PVC jacket @ 2215C SL002 5 7.366mm Slate 500ft 03F6229 1204.95 
e aed arte glide : ne mae -55°C to +105°C © 22150 $1005 5 Epon —_ 100ft BINESeo pauls 
© Braided tinned-copper shield, 90% coverage ® Sold in 100’ and 1000’ spools @ 2216C SLO02 6 8.128mm Slate 500 85K9685_|_ 1487.17 
Typical applications include electronic equipment interconnection, remote control of sensitive recording @ 2216C SL005 6 8.128mm Slate 100 03F6231 395.17 
instruments and controls, and telemetry data. Also available in 16 AWG; go online or call. © 2219C SLO02 9 9.398mm Slate 5008 03F6234 1894.25 
poy @ 2219C SLO05 9 9.398mm Slate 100ft 03F6233 571.45 
Mfg. Part No. cece oer Color he ; Stock No. 1-2+ eISSN 12 1eednamn oak aut PShb288 SUSIE 
: Fi @ 2219/12C SLO05 12 10.414mm Slate 100 85K9686 754.23 
18 AWG, 19 x 30AWG, Insulation Thickness 0.41mm 
e3so5sioos | 5 | 762mm | Slate | toon] 65K9790] 473106” @ 2219/19C SLO02 19 12.446mm Slate 500ft 03F6242 4083.62 
@ 2219/19C SLO05 19 12.446mm Slate 100ft 86K7063 1237.05 
@ 3405 SL001 5 7.62mm Slate 1000ft 02F8143 7780.66 
a 
@ 3408 SL001 8 8.89mm Slate 1000ft 02F9771 | 10687.05 = 
@ 3410 SLO0S 10 10.16mm Slate 100ft 02F8144 3161.86 SB 21G2IC SOUS a =m = al stat 1656229 
@ 3410 SLO01 10 10.16mm Slate 1000ft 02F8145 =| 12107.71 IE AME AS RANG 
© 3412 L005 2 10.922mm | Slate | toot | 02F9772 | 3668.99 pe : ce oe as 
© 3412 SL001 12 10.922mm | Slate | 1000t | 02F9773 | 14048.22 O22NC S005 : Sem] ete S100 OSE E25 UE 262410 
@ 2242C SL002 2 8.458mm Slate 500ft 85K9687 950.22 
PIM_6108 @ 2242C SLO05 2 8.458mm Slate 100 03F6253 180.15 
@ 2243C SL002 3 9.144mm Slate 500 03F6256 1494.16 
MULTIPAIR FOIL-SHIELDED CABLE : @ 2243C SLOOS 3 9.144mm | Slate 100ft 88K2124 | 449.92 
AlphaWire @ 2244C SL002 4 10.16mm Slate 500ft 03F6258 161.98 
Cables you trust. Service you deserve. @ 2244C SLO05 4 10.16mm Slate 100 03F6257 563.86 
RoHS _ @ 2245C SLO02 5 11.43mm Slate 500 03F6260 2471.09 
4 Gee timpiat @ 2245C SLO05 5 11.43mm | Slate | 100% | 03F6259 | 691.41 
A ) 7) @ 2246C SL002 6 12.446mm Slate 500ft 03F6262 2965.02 
ae = @ 2246C SLO05 6 12.446mm Slate 100 03F6261 892.28 
Se @ 2248C SL002 8 13.716mm Slate 500 03F6264 3495.09 
Feature stranded tinned copper conductors, color-coded PVC insulation, aluminum/polyester foil shield and @ 2248C SLO05 8 43.716mm Slate 400ft 85K9688 1051.78 
ne I te. Stade red cope en ie hits gtr errata, gabon mires O0' “esc soos | @ | 140m | Sie | toh | eeei8_[ 1240.99 
UL type CM, UL recognized AWM 2464, 2576, CSA CMG FT4. UL listed, CSA certified. @ 2249/12C SLO02 12 16.764mm Slate 5001 03F6268 3909.42 
@ 2249/12C SLO05 12 16.764mm Slate 100 27M2961 1903.41 
@ 2249/19C SLO02 19 20.32mm Slate 500ft 03F6272 8869.52 
@ 2249/19C SLO05 19 20.32mm Slate 100ft 03F6271 2352.58 
PIM_6105 
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WIRE & CABLE @ Indicates RoHS Compliant 4] Find Datasheets Online 


DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


MULTIPAIR INDIVIDUALLY FOIL- opin MULTIPAIR FOIL/BRAID-SHIELDED CABLE (CONT.) 
SHIELDED CABLE Geeinpian G) Alp haWire Price per 
Cables you a Service you deserve. No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
@) @ 28 AWG, 7 x 36AWG, Low Capacitance Cable, 90% Braid Coverage 
@ 6392 SLO01 4 6.02mm Slate 1000! 2888343 | 2052.45 
© 6392 SLO02 4 6.02mm Slate 500 66F8495 1279.69 
© 6393 SLOO1 5 6.096mm Slate 1000ft 66F8496 2418.08 
@ 6393 SLO02 5 6.096mm Slate 500 66F8497 1507.37 
@ 6394 SLOO1 7 6.502mm Slate 1000! 66F8498 3021.17 
@ 6395 SLO01 9 7.366mm Slate 1000! 66F8500 4134.58 
@ 6395 SLO02 9 7.366mm Slate 500 66F8501 2274.39 
Feature stranded tinned copper conductors with color-coded polypropylene insulation. Individual pairs are @ 6396 SLO01 12 8.103mm Slate 1000 66F8502 5899.07 
shielded with aluminum/mylar tape, foil facing inward. Stranded tinned copper drain wire. Slate PVC jacket. @ 6397 SLO002 13 8.534mm Slate 500) 66F8505 3707.07 
: eae ig BC < aKa ee fF 
Ra 2 ones ere 2OCEC AMON: TO, OU lage TpECME CH LLP. gga siom” [18 | oan | San_| 00h |__| 5.5 
- @ 6400 SLO01 31 11.735mm Slate 1000 66F8510 | 19120.69 
‘ feded © 6400 SLO02 31 T1735mm | Slate | 600 e6rest1 | 12345.55 
0. of External Spool P. - = 
Mfg. Part No. Pairs Diameter Color Size Stock No. 4-24 24 AWG, 7 x 32AWG, Low Capacitance Cable, 90% Braid Coverage 
22 AWG, 7 x 30AWG @ 6412 SLOO1 1 5.08mm Slate 1000ft 66F8482 1499.32 
© 6010C SLOO1 3 757mm Slate 1000 02F9034 | 1270.54 © 6412 SLO02 1 5.08mm Slate 500 66F8483 824.76 
© 6010C SLOOS 3 757mm Slate 100ft 02F9033 225.60 © 6413 SLO01 2 7.412mm Slate 1000 66F8484 1687.67 
@ 6012C SLO01 6 9.601mm Slate 10001 02F9036 | 2240.65 @ 6414 SLO01 3 7.62mm Slate 1000) 66F8486 2254.98 
@ 6012C SLO05 6 9.601mm Slate 100 02F9035 337.97 @ 6414 SLO02 3 7.62mm Slate 500 66F8487 1405.82 
© 6014C SLO01 9 11.684mm Slate 1000 02F9039 | 4644.88 © 6415 SLO01 4 8.179mm Slate 1000 66F8488 3220.91 
@ 6014C SLO05 9 11.684mm Slate 100 02F9037 874.84 24 AWG, 7 x 32AWG, Low Capacitance Cable, 65% Braid Coverage 
@ 6016C SLO05 11 12.192mm Slate 1001 06M3976 997.25 @ 6403 SLO02 4 8.382mm Slate 500) 66F8517 1628.64 
@ 6017C SLO01 12 12.192mm Slate 1000f 03F2637 =| 6312.98 @ 6405 SLO02 6 9.246mm Slate 500) 66F8521 2150.49 
@ 6017C SL005 12 42.192mm Slate 100} 03F2636 1319.99 @ 6407 SL002 9 10.643mm Slate 500 66F8534 2864.29 
@ 6018C SL001 15 14.224mm Slate 4000! 02F9045 7524.41 @ 6408 SL001 10 11.455mm Slate 1000) 66F8535 6076.47 
© 6018C SLO05 15 14.224mm Slate 100! 02F9043. | 1370.24 © 6408 SL002 10 11.455mm Slate 500 66F8536 | 3342.85 
@ 6019C SLO05 17 15.494mm Slate 100 03F3423 =| 1637.43 @ 6409 SLOO1 12 11.786mm Slate 1000 66F8537 9731.83 
@ 6020C SLO01 19 16.002mm Slate 1000ft 02F9048 =| 9792.23 @ 6409 SLO02 12 11.786mm Slate 500) 66F8538 5352.72 
@ 6020C SLO05 19 16.002mm Slate 100 02F9046 1613.50 24 AWG, 7 x 32AWG, 65% Braid Coverage 
@ 6022C SLO01 27 17.272mm Slate 1000 02F9051 = |13375.92 @ 6362 SLO02 2 8.23mm Slate 500) 66F8370 635.36 
@ 6022C SLO05 27 17.272mm Slate 100 02F9049 | 2954.59 © 6363 SLO01 3 6.223mm Slate 1000ft 66F8371 1452.27 
20 AWG, 10 x 30AWG @ 6363 SLO02 3 6.223mm Slate 500 06M3979 905.35 
© 6032C SLO01 2 7.874mm Slate 1000 03F5681 | 1502.29 © 6364 SLO01 4 6.731mm Slate 1000 66F8373 | 1611.03 
@ 6033C SLO01 3 8.636mm Slate 10001 03F2639 | 4659.32 @ 6364 SL002 4 6.731mm Slate 500 66F8374 1004.39 
© 6036C SLOO1 6 10.922mm Slate 1000 03F2641 | 3244.66 © 6365 SL001 5 7.239mm Slate 1000 66F8375 | 1853.25 
@ 6036C SLO05 6 10.922mm Slate 100) 03F2640 659.09 @ 6365 SLO02 5 7.239mm Slate 500 66F8376 1155.50 
© 6039C SLO01 9 13.462mm_ | Slate | 1000 03F2643 | 5779.09 © 6366 SL002 6 4.747rm Slate 500 668378 | 1289.83 
@ 6039C SLO05 9 13.462mm | Slate 1001 03F2642 | 1148.09 © 6367 SL001 7 ration Slate 1000 66F8379_ | 2485.78 
@ 6042C SLO01 12 14.986mm Slate 1000f 03F2647 | 7183.40 © 6367 SLO02 7 7747mm Slate 500 66F8380 | 1367.53 
20 AWG, 7 x 23AWG @ 6368 SLO01 10 9.779mm Slate 1000 66F8381 3225.19 
@ 6032C SLO05 2 8.41mm Slate 100ft 03F5679 289.46 @ 6368 SLO02 10 9.779mm Slate 500! 66F8382 1774.22 
@ 6033C SLO05 3 8.865mm Slate 100ft 03F2638 331.95 @ 6369 SL001 12 10.541mm Slate 1000 66F8383 3878.29 
@ 6042C SLO05 12 15.62mm Slate 100ft 03F2646 =| 1522.14 @ 6369 SL002 12.5 10.541mm Slate 500 66F8384 2133.52 
18 AWG, 16 x 30AWG @ 6371 SLO01 18 11.43mm Slate 1000 66F8387_—_| 11562.30 
@ 6023C SLO01 3 9.652mm Slate 1000ft 39C3078 | 2771.94 @ 6372 SLO02 25 13.208mm Slate 500 66F8390 7827.46 
© 6023C SLOO5 3 9.652mm Slate 100ft 02F7954 437.00 22 AWG, 7 x 30AWG, 65% Braid Coverage 
@ 6024C SLO01 6 14.224mm Slate 1000ft 02F7959 | 4682.68 @ 6373 SLO01 2 6.604mm Slate 1000ft 66F8391 1361.71 
© 6024C SLOOS 6 14.224mm Slate 100ft 02F7957 894.31 © 6373 SL002 2 6.604mm Slate 500 66F8392 848.96 
© 6025C SLO01 9 15.748mm Slate 1000ft 02F7962 | 7784.25 © 6374 SLO01 3 6.731mm Slate 1000 66F8393 1651.02 
@ 6025C SLO05 9 15.748mm Slate 100ft 85K9919 | 1425.63 @ 6374 SLO02 3 6.731mm Slate 500) 66F8394 1029.37 
pies © 6375 SLO01 4 7.366mm Slate 1000! 66F8395 2012.00 
eee ee @ 6375 SLO02 4 7.366mm Slate 500: 66F8396 1254.54 
@ 6376 SLO01 5 8.179mm Slate 1000! 66F8397 1809.34 
MULTIPAIR FOILIBRAID-SHIELDED CABLE @ 6376 SLO02 5 8.179mm Slate 500 66F8398 1128.57 
Alp haWire — Sear7suo0i 5 8.509mm Slate | 1000n |  66F8399 | 2567.37 
fi tris Sendte you ieee © 6377 SLO02 6 8.509mm Slate 500 66F8400 1412.08 
Seeing jae © 6378 SLO01 7 9.017mm Slate 1000 66F8401 2898.94 
Available © 6378 SLO02 7 9.017mm Slate 500 66F8402 1594.48 
@) @ @ 6379 SLO01 8 9.144mm Slate 1000! 66F8403 3306.43 
. : . : Pra @ 6379 SLO02 8 9.144mm Slate 500) 66F8404 1818.78 
Feature stranded tinned copper conductors, color-coded insulation, aluminum-polyester foil/ tinned-copper 
braided shield and PVC jacket. Low capacitance cable 28 AWG (7x36) with 90% braid coverage and 24 AWG © 6380 SLO01 10 10.668mm Slate 1000 66F8405 3885.96 
(7x32) with 65% braid coverage have nominal capacitance (CDR-to-CDR): 15.5pF/ft.; low capacitance cable @ 6380 SLO02 10 10.668mm Slate 500: 66F8406 2137.64 
ee (7x32) with 90% braid coverage has nominal capacitance (CDR-to-CDR): 12.8pF/ft. UL listed, CSA @ 6381 SLOO1 12 10.922mm Slate 1000 66F8407 4801.18 
- @ 6381 SLO02 12 10.922mm Slate 500 66F8408 2640.99 
oll teead ad sel © 6383 SL001 18 12446mm_ | Slate | 1000 eereat! | g4a9.46 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ © 6383 SL002 18 12.446mm Slate 500 66F8412 4647.45 
28 AWG, 7 x 36AWG, Low Capacitance Cable, 90% Braid Coverage @ 6384 SLO01 25 15.494mm Slate 1000 66F8413 | 13340.25 
@ 6390 SLO01 2 5.436mm Slate 1000ft 66F8490 | 1361.71 © 6384 SL002 25 15.494mm Slate 500 66F8414 7337.68 
@ 6390 SLO02 2 5.436mm Slate 500ft 66F8491 848.96 PIM_6201 
@ 6391 SLO01 3 5.639mm Slate 1000ft 66F8492 | 1853.25 
@ 6391 SLO02 3 5.639mm Slate 500ft 66F8493 | 1155.50 
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PAIRED FOIL-SHIELDED DATA CABLE 


Cables you trust. Service you deserve. 


RoHS _ 
Compliant 
f Available 
OW 


) AlphaWire 


Single Pair 


Four-Pair 


in areas of high noise interference 
@ Banking systems 


Applications: 
@ Audio pulse or RF signal transmission 
© Computer or electronic peripheral interconnectors 


This paired data cable features stranded tinned copper conductors, color-coded high-density polyethylene 
insulation, except mfg. part nos. 2463C, 2466C, 2467C and 1243/2C which have polypropylene insulation. 
Each pair individually shielded with aluminum/polyester foil shield. All have stranded tinned copper drain wire 
with each pair except mfg. part nos. 2463C and 2466C which have a common drain wire. Mfg. part no.1243/2C 
features an additional overall aluminum/polyester foil shield. Durable slate PVC jacket. Ideal for use with FIT®- 
221 heat-shrink tubing; ordered separately, go online or call. 
Price per 
No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
22 AWG, 7 x 30AWG 
@ 1243/2C SLO01 2 6.09mm Slate 1000ft 05F1901 1687.67 
@ 1243/2C SLO05 2 6.09mm Slate 100 92F9175 340.14 
@ 2466C SLO01 2 4.318mm Slate 1000ft 69H8883 663.51 
@ 2466C SLO05 2 4.318mm Slate 100 04F3396 114.01 
@ 2463C SLO01 4 5.842mm Slate 1000ft 04F3395 2658.48 
@ 2463C SLO05 4 5.842mm Slate 100 04F3394 419.39 
20 AWG, 7 x 28AWG 
@ 2467C SLO01 4 8.636mm Slate 1000ft 04F3399 4693.66 
@ 2467C SLO005 4 8.636mm Slate 100 04F3398 738.83 
16 AWG, 19 x 29AWG 
@ 2471 SL001 1 7.62mm Slate 1000ft 04F3378 1368.31 
@ 2471 SLO05 1 7.62mm Slate 100 04F3377 274.08 
14 AWG, 19 x 27AWG 
@ 2472 SL001 1 8.636mm Slate 1000ft 04F3381 1852.13 
@ 2472 SLO05 1 8.636mm Slate 100 85K9697 370.35 
12 AWG, 19 x 25AWG 
@ 2473 SL001 1 10.16mm Slate 1000ft 04F3384 2809.33 
@ 2473 SLO0S 1 10.16mm Slate 100 04F3382 635.36 
PIM_6155 
MULTICONDUCTOR BRAID 


SHIELDED CABLE 


RoHS _ 
Serer G) AlphaWire 


Cables you trust, Service you deserve. 


oO 


wet 


Stranded or solid tinned copper conductors. Color-coded PVC insulation. Passes UL VW-1 vertical flame test. 
Slate PVC jacket UL Type CM, CSA CMG FT4. Sold in 100’ and 1000’ spools. 500’ spools are also available; 
go online or call. 


Price per 
No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
22 AWG, Solid 
@ 1775C SLO01 2 5.08mm Slate 1000ft 92F9665 1430.57 
22 AWG, 7 x 30AWG 
@ 1736C SLO05 2 4.826mm Slate 100 02F7794 308.76 
@ 1736C SLO01 2 4.826mm Slate 1000ft 92F6782 1493.96 
@ 1737C SLO05 3 5.08mm Slate 100 86K6723 362.27 
@ 1737C SLO01 3 5.08mm Slate 1000: 02F7799 1412.24 
@ 1738C SLO05 4 5.334mm Slate 100 88K1349 117.57 
@ 1738C SLO01 4 5.334mm Slate 1000ft 02F8181 2432.06 
20 AWG, 7 x 28AWG 
@ 1741C SLO005 2 5.08mm Slate 100 02F7800 445.37 
@ 1741C SLO01 2 5.08mm Slate 1000ft 02F7802 2647.50 
@ 1742C SLO005 3 5.486mm Slate 100 02F7803 530.68 
@ 1742C SL001 3 5.486mm Slate 1000ft 24C9069 3157.14 
18 AWG, 16 x 30AWG 
@ 1746C SLO05 2 5.588mm Slate 100 02F7806 641.26 
@ 1746C SLO01 2 5.588mm Slate 1000ft 02F7808 3813.35 
> CONTINUED > 
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WIRE & CABLE 


ATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


MULTICONDUCTOR BRAID SHIELDED CABLE (CONT.) 


Price per 
No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
18 AWG, 16 x 30AWG 
@ 1747C SLO005 6.096mm Slate 100 27M2956 991.93 
@ 1747C SLO01 6.096mm Slate 1000ft 02F7811 5903.94 
16 AWG, 19 x 0.297mm 
@ 1748C SLO05 2 6.35mm Slate 100 02F7812 926.27 
@ 1748C SL001 2 6.35mm Slate 1000: 13C1979 5514.82 
14 AWG, 41 x 30AWG 
@ 1750 SLO05 2 7.62mm Slate 100 02F7815 1149.33 
@ 1750 SLO01 2 7.62mm Slate 1000ft 02F7817 6841.93 
@ 1751 SLO0S 3 8.128mm Slate 100 27M2957 1554.17 
@ 1751 SLO01 3 8.128mm Slate 1000: 02F8851 7578.11 


PIM_6139 


MULTICONDUCTOR BRAID SHIELDED CABLE 


&) AlphaWire 


Cables you trust. Service you deserve. 


RoHS 
Compliant 
Available 


600V, 105°C, stranded tinned copper conductor. Braided tinned copper shield. Insulation thickness: 0.010”. 
Color-coded PVC insulation with with clear polyester wrap. Slate PVC jacket . Meets MIL-W-16878/1 Type B 
(28 AWG), MIL-DTL-16878/17 Type B/N (24 to 16 AWG). Sold in 100’ and 1000’ spools. 500’ spools are also 
available; go online or call 


Price per 
No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
28 AWG, 7 x 36AWG 
@ 3302 SLO05 2 3.048mm Slate 100 02F8123 604.80 
@ 3302 SL001 2 3.048mm Slate 1000: 02F8124 3533.86 
@ 3303 SLO05 3 3.048mm Slate 100 02F8125 847.43 
@ 3303 SL001 3 3.048mm Slate 1000 02F8126 4719.65 
@ 3304 SLO0S 4 3.302mm Slate 100: 02F8127 1033.45 
@ 3304 SL001 4 3.302mm Slate 1000 02F8128 5756.42 
@ 3306 SLO05S 6 4.064mm Slate 100 86K9061 1408.93 
@ 3306 SL001 6 4.064mm Slate 1000 02F8130 7854.02 
@ 3308 SLO05S 8 4.318mm Slate 100: 88K2141 1414.47 
@ 3308 SLO01 8 4.318mm Slate 1000 02F8132 8941.74 
@ 3310 SLO05S 10 5.08mm Slate 100 02F8133 1712.81 
@ 3310 SLO01 10 5.08mm Slate 1000 02F8134 =|11355.44 
26 AWG, 7 x 34AWG 
@ 3201 SLO0S 2 3.556mm Slate 100 92F9340 418.89 
@ 3201 SL001 2 3.556mm Slate 1000 92F6889 2227.42 
@ 3202 SLO05 3 3.81mm Slate 100 92F9342 533.71 
@ 3202 SL001 3 3.81mm Slate 1000: 92F6890 2484.01 
24 AWG, 19 x 36AWG 
@ 3210 SLO05 1 2.286mm Slate 100 02F8090 366.64 
@ 3210 SL001 1 2.286mm Slate 1000 02F8092 1756.74 
@ 3211 SLO05 2 4.064mm Slate 100 88K1378 329.80 
@ 3211 SLO01 2 4.064mm Slate 1000 02F8095 1729.35 
@ 3212 SLO0S 3 4.318mm Slate 100 02F8096 408.67 
@ 3212 SL001 3 4.318mm Slate 1000 02F8098 2174.94 
@ 3213 SLO0S 4 4.621mm Slate 100: 86K9059 488.17 
22 AWG, 19 x 34AWG 
@ 3220 SLO05 1 2.54mm Slate 100 86K9060 256.72 
@ 3220 SL001 1 2.54mm Slate 1000: 02F8101 1203.82 
@ 3221 SLO0S 2 4.318mm Slate 100 85K9789 264.37 
@ 3221 SL001 2 4.318mm Slate 1000: 02F8104 1369.57 
@ 3222 SLO05 3 4.572mm Slate 100 88K1379 323.78 
@ 3222 SL001 3 4.572mm Slate 1000 02F8107 1709.33 
@ 3223 SLO05S 4 5.08mm Slate 100 13C3559 373.59 
@ 3223 SL001 4 5.08mm Slate 1000 92F6892 1974.78 
20 AWG, 19 x 32AWG 
@ 3230 SLO05 1 2.794mm Slate 100 86K7266 251.54 
@ 3230 SL001 1 2.794mm Slate 1000: 02F8110 1157.06 
@ 3231 SLO0S 2 4.826mm Slate 100 86K7267 301.35 
@ 3231 SL001 2 4.826mm Slate 1000 02F8958 1626.29 
@ 3232 SLO0S 3 5.334mm Slate 100 02F8111 376.24 
@ 3232 SL001 3 5.334mm Slate 1000: 02F8113 1974.78 
> CONTINUED > 
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DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


MULTICONDUCTOR BRAID SHIELDED CABLE (CONT.) MULTICONDUCTOR BRAID SHIELDED HIGH-TEMPERATURE 
Price per COMMUNICATION AND CONTROL CABLE — 200°C (CONT.) 
No. of External Spool Spool Price per 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ No. of External Spool Spool 
18 AWG, 19 x 30AWG Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ 
@ 3240 SLO05 1 3.048mm Slate 100 78M7422 433.22 18 AWG, 19 x 30AWG, PTFE Tape Jacket 
@ 3240 SL001 1 3.048mm Slate 1000ft 02F8116 1912.73 @ 2829/2 WH005 2 4.826mm White 100ft 02F7774 2937.89 
@ 3241 SLO05 2 5.588mm Slate 100 02F8117 713.03 @ 2829/2 WH001 2 4.826mm White 1000ft 02F7775 =|11189.82 
@ 3241 SLOO1 2 5.588mm Slate 1000ft 02F8119 2179.93 16 AWG, 19 x 29AWG, PTFE Tape Jacket 
@ 3242 SLO05 3 5.842mm Slate 100 27M2967 910.51 @ 2826 WHO005 1 3.048mm White 100ft 06M3904 | 2412.28 
@ 3242 SL001 3 5.842mm Slate 1000ft 02F8122 2715.56 PIM_6131 
@ 3243 SLO05 4 6.604mm Slate 100 92F9345 752.49 
GANS 7 6.60%mm | State _| 7000 | _92F6896 | 3843-18 400 OHM 4-PAIR CATSE INDUSTRIAL NETWORKING 
SENG APN ETHERNET 
@ 3245 SLO05 1 3.556mm Slate 1001 86K7268 400.66 SHIELDED CABLE 
@ 3245 SL001 1 3.556mm Slate 1000ft 02F8961 2094.25 disiake=s oeraaurae 
@ 3246 SLO05S 2 6.096mm Slate 100 27M2968 504.39 
@ 3246 SLO01 2 6.096mm Slate 1000ft 02F8964 2667.77 
@ 3247 SL005 7 6.35mm Su 100 MAPLE 58160) Features copper wire braid or polyester tape overall 
@ 3247 SLO01 3 6.35mm Slate 1000ft 02F8967 3623.16 © Designed to meet the demanding requirements of — @ Choice of LSZH FRNC (flame-retardant non-corro- 
@ 3248 SLO05S 4 7.09mm Slate 100) 92F6900 866.32 the industrial environment sive) or PVC outer jacket 
q 7112 5 7000 92F6898 = @ Application: 100BASE-T4, 100BASE-TX, @ LSZH FRNC jacket is low smoke IEC 61034; halo- 
© 3248 SL001 sAlzmm ae 4540.74 400VG-AnyLAN, 155Mbps ATM, 622Mbps ATM, gen free IEC 60754-2; ozone resistant EN50306-3 
PIM_6137 1 Gb Ethernet Procedure B 
© Reference standard: ANSI/TIA 568C-2.1, EN @ PVC jacket is oil resistant EN50306-3 24h @ 
50173-6, IEC 11801 70°C IRM 902 
MULTICONDUCTOR BRAID SHIELDED © Flammability rating: IEC 60332-2-1 © Sold in spools of 1000 ft (305 m) 
P . @ UV resistance: EN 50289-4-17 Applications 
HIGH-TEMPERATURE COMMUNICATION AND AlphaWire © Rated temperature: 80°C © Industrial switches, routers, servers, hubs 
CONTROL CABLE — 200°C Cables you trust. Service you deserve. @ Impedance: 100 ohm ® Industrial network interface cards (NIC) 
5 Pols @ Available with stranded conductors for enhanced @ Industrial automation 
| Osan flexural endurance or solid conductors for better @ PLC/HMI/Data acquisition 
Available transmission properties @ Machine control 
© Stranded silver-plated copper conductors © MIL-W-16878/4 (Type E) © Colour-coded polyolefin insulation —_ © Sensor systems 
@ Color-coded PTFE insulation © Temperature range: -55°C to 200°C @ Pairs individually aluminum foil shielded with tinned @ Trackside control cabinets 
© Braided silver-plated copper shield, 90% coverage © Voltage rating: 600V No. of External s Price Each 
: : i pool 
#' WhitePTRE tape or FEP jacret - Mfg. Part No. Pairs Diameter Color Size Stock No. 1-1- 
Price per Cat5e, 26 AWG, 7 x 0.16mm, Tinned Copper Wire Braid Overall, PVC Outer Jacket 
No. of External Spool |_Spoot_  ~y200621 | 4 | 68mm | Grey | 00on | 13AC3226 [= 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ — - - 
24 AWG, 19 x 36AWG. FEP Jacket Cat5e, 26 AWG, 7 x 0.16mm, Tinned Copper Wire Braid Overall, LSZH FRNC Outer Jacket 
© 2831 WHO05 1 2286mm | White | 100f | 06M3906 | 1821.31 2294961-4 Res rbonin— esi urpres =I! 1000 INSEE = 
© 2831 WHOOt 7 2.286mm White 7000 02F7777_| 4814.77 Cat5e, 24 AWG, Solid, Tinned Copper Wire Braid Overall, PVC Outer Jacket 
© 2831/2 WHO05 2 3.302mm | White | toot | o6ms907 | 1488.82 2234955 es Fn Grey" _|_1000 ISAGs224 = 
© 2831/2 WHOO1 ) 3.302mm White 7000 02F7779 6506.55 Cat5e, 24 AWG, Solid, Tinned Copper Wire Braid Overall, LSZH FRNC Outer Jacket 
© 2831/3 WHO0S 3 3.556mm White 1001 02F7780 1953.48 2294958-1 4 7mm Purple 1000 13AC3222 a 
© 2831/3 WHOO1 3 3.556mm White 7000 02F7781 7438.27 Cat5e, 24 AWG, 7 x 0.2mm, Polyester Tape Overall, PVC Outer Jacket 
22 AWG, 19 x 34AWG, PTFE Tape Jacket 2294960-1 4 7.5mm Grey 1000 13AC3224 = 
© 2824 WHOS 1 22.86mm White 100 02F7763_11112.33 Cat5e, 24 AWG, 7 x 0.2mm, Polyester Tape Overall, LSZH FRNC Outer Jacket 
© 2824 WHOOT 1 2286mm | White | 1000R | 02F7764 | 3737.18 22349584 4 74mm Purples |< 1000 ISAGS22S = 
@ 2824/2 WHO05S 2 3.81mm White 100 86K9015 | 4790.35 PIM_5714832 
@ 2824/2 WHO001 2 3.81mm White 1000 86K7191 6817.41 
@ 2824/3 WHO05 3 3.8imm | White | 100 03F1323 | 2320.52 MULTICONDUCTOR FOIL SHIELDED 
@ 2824/3 WHO01 3 3.81mm | White | 1000! 03F1324 | 8837.28 COMMUNICATION AND CONTROL CABLE AlphaWire 
@ 2824/4 WHO05 4 4.318mm White 100! 03F1325 2763.89 Cables you trust. Service you deserve. 
@ 2824/4 WHO01 4 4.318mm White 1000ft 03F1326 = |40528.53 RoHS 
22 AWG, 19 x 34AWG, FEP Jacket Gee tinaiat 
@ 2834 WHO005 1 2.286mm White 100! 02F7782 1811.31 @ 
@ 2834 WH001 1 2.286mm White 1000: 02F7783 5672.95 @ 
@ 2834/2 WH005 2 3.556mm White 100! 86K7192 1714.62 
@ 2834/2 WHO001 2 3.556mm White 1000 02F7785 6528.53 
@ 2834/3 WHO05 3 3.81mm White 100 02F7786 2139.91 
@ 2834/3 WHO001 3 3.81mm White 1000: 02F7787 8149.41 
20 AWG, 19 x 32AWG, PTFE Tape Jacket 
@ 2827 WH005 4 2.54mm White 100 86K9016 1727.03 Conductor is made of stranded tinned copper. Insulation is color coded polyethylene. Shield is aluminum/ 
5 = polyester tape, foil facing outward; 100% coverage. Stranded tinned copper drain wire. Slate PVC jacket. UL 
© 2827 WHO01 1 254mm __| White | 1000 02F7769__| 6103.65 Type CMG, AWM 2092, 2093, 2094. Rated 300V. Temperature range: -20°C to +60°C - AWM, 75°C - CMG. 
@ 2827/2 WHO05 2 4.064mm White 100: 06M3905 2122.04 UL listed. Mfg. part nos. 2460C and 2461C are color coded polypropylene insulated. Stranded or solid tinned 
@ 2827/2 WHO01 9 4.064mm White 1000 02F7771 8079.69 copper conductor. Stranded tinned copper drain wire. UL Type CM. Rated 300V. Temperature range: -20°C to 
. = +60°C - CMG, 75°C-CM. CSA CMG FT4. Sold in 100’ and 1000’ spools. Also available in 500’ spools; go 
@ 2827/3 WHO05 3 4.318mm White 100! 85K9699 | 2731.09 online or call. 
@ 2827/3 WHO01 3 4.318mm White 1000: 03F1328 |40402.65 ED 
@ 2827/4 WHO05 4 4.826mm White 100! 03F1329 3314.52 No. of External Spool Spool 
@ 2827/4 WHO001 4 4.826mm White 1000: 03F1330 = |12623.84 Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
@ 2827/6 WHO05 6 5.588mm White 100 92F6958 | 4828.45 22 AWG, Solid 
@ 2827/6 WHO001 6 5.588mm White 1000: 28B6701 15665.55 @ 2460C SL005 2 3.302mm Slate 100ft 03F1317 136.85 
20 AWG, 19 x 32AWG, FEP Jacket @ 2460C SL001 2 3.302mm Slate 1000ft 03F1319 517.32 
@ 2837/2 WHO001 2 4.064mm White 1000 02F7791 8842.57 22 AWG, 7 x 30AWG 
@ 2837/3 WHO05 3 4.318mm White 100: 02F7792 2712.00 @ 2461C SLO05 2 3.454mm Slate 100ft 03F1320 110.84 
@ 2837/3 WHO001 3 4.318mm White 1000: 02F7793 |40330.94 @ 2461C SL021 2 3.454mm Slate 1000ft 85K9695 579.48 
@ 2402C SL005 2 4.318mm Slate 100ft 06M3903 118.65 
@ 2402C SL001 2 4.318mm Slate 1000ft 02F8154 722.71 
> CONTINUED > > CONTINUED > 


562 = Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


WIRE & CABLE 


DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


MULTICONDUCTOR FOIL SHIELDED COMMUNICATION AND CONTROL MULTICONDUCTOR SPIRAL SHIELDED CABLE (CONT.) 
CABLE (CONT.) Price per 
Price per No. of External Spool Spool 
No. of External Spool Spool Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 18 AWG, 16 x 30AWG 
22 AWG, 7 x 30AWG @ 2258/3 SLOO1 3 5.842mm | Slate | 1000 | 02F7838 | 2174.94 
@ 2403C SLO05 3 4.521mm Slate 1001 85K9691 108.48 @ 2258/4 SLO05S 4 6.35mm Slate 100ft 85K9689 591.27 
@ 2403C SL021 3 4.521mm Slate 1000 85K9690 659.73 @ 2258/4 SLO01 4 6.35mm Slate 1000ft 03F1307 2671.97 
@ 2404C SL005 4 4.93mm Slate 1001 85K9692 139.35 16 AWG, 26 x 30AWG 
@ 2404C SLO01 4 4.93mm Slate 1000 85K9693 988.11 @ 2260 SLO0S 2 6.096mm Slate 100ft 03F1308 442.64 
20 AWG, 7 x 283AWG @ 2260 SLO01 2 6.096mm Slate 1000ft 03F1310 1920.07 
@ 2412C SL005 2 4.572mm Slate 1001 86K9013 106.44 @ 2260/3 SLO05S 3 6.35mm Slate 100ft 04F3440 1406.40 
@ 2412C SL001 2 4.572mm Slate 1000: 02F8163 689.30 @ 2260/3 SLO01 3 6.35mm Slate 1000ft 04F3442 6367.34 
@ 2411C SLO0S 2 4.674mm Slate 1001 03F1311 115.29 PIM_6140 
@ 2411C SLO21 2 4.674mm Slate 1000ft 03F1313 289.81 
@ 2413C SL005 3 4.95mm Slate 1001 02F8164 2E25) 
@ 2413C SL021 3 4.95mm Slate 1000: 85K9694 793.12 MULTICONDUCTOR UNSHIELDED Geptimpian . 
COMMUNICATION AND CONTROL nab AlohaWire 

@ 2414C SLO05 4 5.414mm Slate 1001 86K9014 158.69 CABLE — 300 VOLT p 
@ 2414C SLO01 4 541mm | Slate | 1000 02F8169 | 1122.41 al aaa 


O€ 


18 AWG, 16 x 30AWG -_ 
© 2422C SLO05 5.131mm 00 02F8170 | 212.39 memes cee 


2 Slate 
@ 2421C SLO005 2 §.131mm Slate 100 89K8108 133.01 1178C Ww 
@ 2421C SL021 2 §.131mm Slate 10001 03F1316 812.14 
@ 2422C SL001 2 §.131mm Slate 10001 02F8172 1187.78 1895C 
@ 2423C SL005 3 5.44mm Slate 100: 02F8173 176.24 © Tinned copper stranded conductors @ Passes UL VW-1 flame test 
@ 2423C SLO21 3 544mm Slate 4000 02F8175 1128.41 e Color-coded PVC insulation @uL listed, CSA certified 
© 2424C SL005 4 5.97mm Slate 100 02F8176 286.23 ; ee sents to 80°C : ete eas pa online or call 
@ 2424C SL001 4 5.97mm Slate 1000 02F8178 1414.29 ® Voltage rating 300V 
16 AWG, 19 x 0.297mm Price per 
@ 2432C SLO01 2 6.096mm Slate 1000ft 02F9015 1296.26 No. of External Spool Spool 
@ 2433C SLO05 3 6.604mm Slate 1400: 86K7190 328.57 Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
“@ 2430 S001} 3} 6.604mm | Sate} t000n | 02F9018 | 1624.77. © 22 AWG, 7 x 30AWG 
16 AWG, 19 x 0.0117mm @ 1172C SLO05 2 4.064mm Slate 100 86K8993 104.54 
@ 2432C SLO05 2 5.74mm Slate 100: 02F9013 232.39 @ 1172C SLO01 2 4.064mm Slate 1000ft 02F8726 319.95 
PIM 6151 @ 1173C SLO05 3 4.318mm Slate 100 85K9582 91.89 
- @ 1173C SLO01 3 4.318mm Slate 1000 02F8729 428.34 
@ 1174C SLO05 4 4.699mm Slate 100 02F8730 101.75 
MULTICONDUCTOR SPIRAL Geena - @ 1174C SLO01 4 4.699mm Slate 1000ft 02F8732 537.72 
SHIELDED CABLE mokae Al phaWire @ 1175C SL005 5 508mm | Slate | 100k | @5k9583 | 114.62 
Eablet SEIS ae dere @ 1175C SLO01 5 5.08mm Slate 1000ft 02F8735 677.74 
a A @ 1176C SLO05 6 §.334mm Slate 100 86K8994 134.66 
@ 1176C SLO01 6 5§.334mm Slate 1000ft 02F8738 824.24 
© Stranded tinned copper conductors © 80°C 300V UL 2095 (1 conductor UL 1108) @ 1177C SLO0S 7 5.334mm Slate 100 02F8739 146.73 
; Eoaces ae maximum flexibili ‘ erga 1000’ spools ee : = = = zai eee 
e Slate PVC eel bs @ 500' spools are also amatble go online or call @ 1178C SLOOS 8 5.588mm Slate 100 02F8742 175.15 
Bicaney @ 1178C SLO01 8 5.588mm Slate 1000ft 89K8036 | 1064.24 
No. of External Spool Spool @ 1179C SLO05 9 6.35mm Slate 100 02F8745 175.15 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ @ 1179C SL001 9 6.35mm Slate 1000} 02F8747 1095.57 
22 AWG, 7 x 30AWG @ 1180C SLO05 10 6.604mm Slate 100 02F8748 221.71 
@ 2254/1 SLOOS 1 2.794mm Slate 100 06M3902 293.43 @ 1180C SLO01 10 6.604mm Slate 1000 28B6502 | 1284.49 
@ 2254/1 SLOO1 1 2.794mm | Slate | 1000 03F1298 802.86 @ 1181C SLO0S 12 7.087mm_ | Slate | 100 02F8751 323.46 
@ 2254 SLO05 2 4.495mm Slate 100: 02F7819 497.94 @ 1181C SLO01 12 7.087mm Slate 1000 02F8753 1597.31 
@ 2254 SL001 2 4.495mm Slate 1000 02F7821 1020.30 @ 1181/40C SLO01 12 11.176mm Slate 1000 02F8970 | 6277.63 
@ 2254/3 SLO0S 3 4.826mm Slate 100ft 02F7822 452.45 @ 1181/50C SLO01 12 12.7mm Slate 1000 02F8972 | 8143.22 
@ 2254/3 SLO01 3 4.826mm Slate 1000: 02F7824 2048.12 @ 1181/15C SLOO5 15 7.47mm Slate 100) 02F8754 351.79 
@ 2254/4 SLOO5 4 §.23mm Slate 1001 03F1299 766.34 @ 1181/15C SLO01 15 747mm Slate 1000: 02F8756 1916.49 
@ 2254/4 SLOO1 4 5.23mm Slate | 1000 03F1301_ | 3465.21 @ 1181/20C SLO05 20 8.128mm_ | Slate | 100 028757 523.99 
@ 2254/6 SLO0S 6 6.096mm Slate 100ft 78M7417 1132.51 @ 1181/20C SLO01 20 8.128mm Slate 1000 02F8759 | 2646.72 
@ 2254/6 SLO01 6 6.096mm Slate 1000: 03F1304 5124.13 @ 1181/25C SLO05 25 9.144mm Slate 1001 02F8760 610.04 
20 AWG, 10 x 30AWG @ 1181/25C SLO01 25 9.144mm Slate 1000 28B6503 | 3511.32 
@ 2256/1 SLOOS 1 3.048mm Slate 100 02F7825 328.97 @ 1181/30C SLOO5 30 9.78mm Slate 100 02F8762 1013.05 
@ 2256/1 SLO01 1 3.048mm Slate 1000 02F7827 1176.74 @ 1181/30C SLO01 30 9.78mm Slate 1000 28B6504 | 4594.22 
@ 2256 SLO05 2 4.826mm Slate 100: 27M2962 306.83 @ 1181/40C SLOOS 40 11.176mm Slate 100 02F8968 1329.20 
@ 2256 SLO001 2 4.826mm Slate 1000: 02F7830 1137.25 @ 1181/50C SLO05 50 12.7mm Slate 100! 02F8971 1466.63 
© 2256/3 SLOOS 3 5.08mm Slate 100ft 02F7831 520.44 @ 1181/60C SLO05 60 13.462mm_ | Slate | 100 88K1309 | 1632.97 
@ 2256/3 SLO01 3 5.08mm Slate 1000 02F7832 2195.07 @ 1181/60C SLO01 60 13.462mm Slate 1000 28B6507_ |11371.79 
@ 2256/4 SLO05 4 5.588mm Slate 100: 96B0797 1062.60 20 AWG, 7 x 28AWG 
@ 2256/4 SLO01 4 5.588mm Slate 1000 04F3433 4808.83 @ 1895C SLO05 2 4.572mm Slate 100 86K9010 123.14 
© 2256/6 SLOOS 6 6.604mm | Slate 100 04F3434 | 1470.83 @ 1895C SLO01 2 4572mm_| Slate | 1000ft_| 02F9065 501.88 
@ 2256/6 SLO01 6 6.604mm Slate 1000: 04F3436 6660.16 @ 1896C SLO05 3 4.826mm Slate 1001 02F9066 106.88 
18 AWG, 16 x 30AWG @ 1896C SL001 3 4.826mm Slate 1000ft 02F9068 648.31 
@ 2258/1 SLOOS 1 3.302mm Slate 100: 04F3437 311.73 @ 1896/4C SLO05 4 5.31mm Slate 100 02F9069 107.37 
@ 2258/1 SLOO1 1 3.302mm Slate 10001 04F3439 1359.82 @ 1896/4C SLO01 4 5.31mm Slate 1000ft 88K2120 730.32 
@ 2258 SLO05S 2 5.334mm Slate 100ft 02F7833 343.34 @ 1896/5C SLO05 5 5.842mm Slate 100 04F3486 165.94 
@ 2258 SL001 2 5.334mm Slate 1000 02F7835 1399.05 @ 1896/5C SL001 5 5.842mm Slate 1000ft 04F3488 964.10 
@ 2258/3 SLO0S 3 5.842mm Slate 100ft 27M2963 481.43 @ 1896/6C SLO05 6 6.35mm Slate 100 04F3489 108.02 
> CONTINUED > > CONTINUED > 
1.800.463.9275 © newark.com elementiu 563 
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DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


MULTICONDUCTOR UNSHIELDED COMMUNICATION AND CONTROL MULTICONDUCTOR UNSHIELDED CABLE — 600 VOLT (CONT.) 
CABLE — 300 VOLT (CONT.) Price per 
Price per No. of External Spool Spool 
No. of External Spool Spool Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
Mfg. Part No. Conductors Diameter | Color Size Stock No. 1-4+ 16 AWG, 19 x 0.297mm 

20 AWG, 7 x 28AWG @ 1064 SLO05 4 10.16mm | Slate | 100 04F3444 172.19 
@ 1896/6C SLOO1 6 635mm | Slate | 1000 04F3491 | 1140.86 @ 1064 SLOO1 4 10.16émm | Slate | 1000 04F3446 | 2002.86 
@ 1896/7C SLO0S 7 635mm | Slate | 100 04F3492 | 178.66 @ 1065 SLOO5 5 11.176mm | Slate | 100 04F3447 335.06 
@ 1896/7C SLOO1 7 635mm | Slate | 1000% | 04F3494 | 1282.34 @ 1065 SLO01 5 11.176mm | Slate | 1000 04F3449 | 2763.73 
@ 1896/8C SLO05 8 6.9mm Slate | 100 04F3495 | 261.80 @ 1067 SLOO5 7 12.192mm | Slate | 100 27M12949 | 634.43 
@ 1896/8C SLOO1 8 6.9mm Slate | 1000 04F3497 | 1658.91 © 1067 SLOO1 7 12.192mm | Slate | 1000 04F3452 | 4026.40 
@ 1896/9C SLO05 9 7.62mm Slate 100) 04F3498 308.21 @ 1069 SLO05 9 14.986mm Slate 100 85K9580 892.28 
@ 1896/9C SLOO1 9 762mm | Slate | 1000% | 04F3500 | 1539.06 @ 1069 SLOO1 9 14.986mm | Slate | 1000 04F3455 | 5717.51 
@ 1896/12C SLO01 9 8.89mm | Slate | 1000 04F3506 | 2016.20 @ 1072 SLO05 12 651mm | Slate | 100 04F3456 | 1192.48 
@ 1896/10C SLO05 10 8.382mm | Slate | 100 88K2119 | 365.60 @ 1072 SLO01 12 16.51mm | Slate | 1000 04F3458 | 7573.70 
@ 1896/10C SL001 10 8.382mm | Slate | 1000 | 04F3503 | 1825.76 @ 1075 SLO05 15 17.63mm | Slate | 100 04F3459 | 1618.76 
@ 1896/12C SLO05 12 889mm | Slate | 100 85K9675 | 363.65 @ 1075 SLOO1 15 17.63mm | Slate | 1000 04F3461 |11540.18 
@ 1896/15C SLO05 15 9.906mm | Slate | 100 0473507 | 457.15 @ 1079 SLO05 19 19.812mm | Slate | 100 04F3462 | 2012.58 
@ 1896/15C SLO01 15 9.906mm | Slate | 1000 04F3509 | 2663.63 @ 1079 SLOO1 19 19.812mm | Slate | 1000 04F3464|12518.20 
18 AWG, 16 x 30AWG @ 1085 SLO05 25 23.622mm | Slate | 100 04F3465 | 2526.74 
@ 1897C SLO05 2 508mm | Slate | 100 02F9072 | 104.94 @ 1085 SLOO1 25 23.622mm | Slate | 1000 04F3467 |13844.75 
@ 1897C SLOO1 2 5.08mm | Slate | 1000 02F9074 | 634.88 14 AWG, 19 x 0.373mm 

@ 1898C SLO05 3 5.334mm | Slate | 100 02F9075 | 145.52 @ 1274 SLO05 4 12446mm | Slate | 100 88K1335 | 499.19 
@ 1898C SLOO1 3 5.334mm | Slate | 1000% | 02F9077 | 885.20 @ 1274 SL001 4 12.446mm | Slate | 1000 04F3470 | 3135.57 
@ 1898/4C SLOOS 4 5.867mm | Slate | 100 o2F9078 | 154.91 @ 1275 SLO05 5 14.478mm | Slate | 100 04F3471 834.98 
@ 1898/4C SLOO1 4 5.867mm | Slate | 1000 02F9080 | 1105.62 @ 1275 SLO01 5 14.478mm | Slate | 1000 88F2220 | 4691.61 
@ 1898/5C SLOOS 5 6.604mm | Slate | 100 04F3510 | 203.06 @ 1277 SLO05 7 15.748mm | Slate | 100 04F3474 | 1062.94 
@ 1898/5C SLO01 5 6.604mm Slate | 1000ft 04F3512 | 1413.49 @ 1277 SLO01 7 15.748mm Slate 1000 04F3476 | 6247.17 
@ 1898/6C SLO0S 6 706mm | Slate | 100 04F3513 | 259.13 @ 1279 SLOO5 9 18.796mm | Slate | 100 04F3477_ ‘| 1431.42 
@ 1898/6C SLOO1 6 7.06mm | Slate | 1000% | 85K9676 | 1642.39 @ 1282 SLOOS 12 21.844mm | Slate | 100 04F3480 | 1937.85 
@ 1898/7C SLO05 7 7.366mm | Slate | 100 88K1352 | 329.20 @ 1282 SLOO1 12 21.844mm | Slate | 1000 04F3482  |44677.44 
@ 1898/7C SLOO1 7 7.366mm | Slate | 1000 04F3518 | 1605.30 piaaiat 

@ 1898/8C SLO05 8 7.874mm | Slate | 100 04F3519 | 977.00 

meee ; ee ares 2288.76 NEMA WC27500 TYPE TE AND SAE-AS22759/16 

@ 1898/9C SLO05 .636mm late 435.45 2 

@ 1898/9C SL001 9 8.636mm | Slate | 1000% | 04F3524 | 2444.28 atplteelad ree MULTICONDUCTOR @) Al phaWi re 
@ 1898/10C SLO05 10 9.398mm | Slate | 100 04F3525 | 506.26 eerie agers 

@ 1898/10C SLO01 10 9.398mm Slate | 1000 04F3527 | 3210.60 = Gee tinoiat 
@ 1898/12C SLO05 12 9.652mm | Slate | 100 04F3528 | 524.99 Available 
@ 1898/12C SLO01 12 9.652mm | Slate | 1000 04F3530 | 3076.72 

@ 1898/15C SLOOS 15 11.176mm_ | Slate 100 04F3531 700.39 High/low temperature cable meets the demanding high-temperature requirements for control and power 
@ 1898/15C SLO01 15 11.176mm Slate 1000} 04F3533 | 4329.87 applications. Feature stranded tinned copper conductors with braided tinned-copper shield, 85% coverage, and 
© 1898/19C SLO0S 19 11.938mm Slate 100! 04F3534 881.12 ETFE insulation and jacket. Temperature range: -55°C to +150°C. Rated: 600V. Sold in 100’ spools. 

© 1898/19C SLOO1 19 11.938mm | Slate | 1000! 04F3536 | 5434.89 sich : : eal pede 
@ 1898/25C SLOO5 25 14.224mm | Slate | 100 04F3537 | 1257.51 Mfg. Part No. Gondactars essai Color | he |eCREROaE rE 
@ 1898/25C SLO01 25 14.224mm | Slate | 1000 04F3539 | 7773.02 22 AWG, 19 x 34AWG 

16 AWG, 19 x 0.297mm © 275002201 NA00S 1 239mm | Natural | 100% | 19M8449 | 2830 
@ 1899C SL005 2 5.588mm_| Slate | 100% | 88K1354_| 143.73 © 275002202 NA00S 2 3.708mm | Natural | 100n | 04F6509 | 399.44 
@ 1899C SLOO1 2 5.588mm | Slate_| 1000 _|BRGZRODSS a igieaog © 275002203 NA00S 3 3.912mm | Black | 100% | O4F6505 | 445.14 
@ 1899/3C SLO05 3 6.096mm | Slate | 100 04F3540 | 337.67 20 AWG, 19 x 32AWG 

@ 1899/3C SLOO1 3 6.096mm | Slate | 1000 04F3542 | 2142.16 © 275002002 NAO05 _ | 2 attemm | Black | 100k | o4F6491 | 378.99 
@ 1899/4C SLO05 4 6.858mm | Slate | 100 85K9677_ | 544.49 18 AWG, 19 x 30AWG 

© 1899/4 SLOO1 4 8.858mm_| Slate_| 1000 _|ROSiSS#mm Neaounie © 275001802NAD05 | 2 4.724mm | Natural | 100 | 04F6497 = 
PIM_9896 PIM_6268 


MULTICONDUCTOR UNSHIELDED CABLE — 600 MULTICONDUCTOR FOIL/BRAID SHIELDED 
VOLT AlphaWire — cas.e &) AlphaWire 


Cables you trust. Service you deserve. 
Cables you trust. Service you deserve. 


RoHS 

Compliant RoHS _ 

Available Compliant 

© Available 
W® a 


G 


© Suitable for EIA RS232C interface and CAD/CAM 
applications 
© Stranded tinned copper conductors 


Slate PVC jacket 
Voltage rating: 300V 
Operating temperature: -20°C to +80°C 


: Pr esha Copper conductors : bile heey test @ Aluminum/polyester foil shield with tinned copper UL listed, UL receognized, CSA certified 
4 Ceaphcas wrap Ps Goes: UL pane d rs braid , 65% coverage Sold in 500’ and 1000’ spools 
© Slate PVC jacket © Sold in 100’ and 1000’ spools © Color-coded insulation 100’ spools are also available; go online ot call 
© Operating temperature: -20°C to 80°C @ 500’ spools are also available; go online or call Price per 
No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ 
24 AWG, 7 x 32AWG, 0.406mm Insulation Thickness 
@ 6351 SLO02 3 5.461mm Slate 500ft 66F8348 628.89 
@ 6351 SL001 3 5.461mm Slate 1000ft 66F8347 1142.53 
> CONTINUED > > CONTINUED > 


564 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


WIRE & CABLE 


ATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


MULTICONDUCTOR FOIL/BRAID SHIELDED CABLE (CONT.) XTRA-GUARD® 1 MULTICONDUCTOR SUPRA-SHIELD® CABLE — 300V 


Price per (CONT.) : 
No. of External Spool Spool 5. — @) AY 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ 
24 AWG, 7 x 32AWG, 0.406mm Insulation Thickness @ C € 
esse 00 a Seated = = eet os Extreme Performance Benefits: @ EIARS 232C Interface (24, 22 ©) 
Shoes 4 5.B42mm —_ fO00Kt GAEL 2315.24 ® Unique premium-grade PVC insulation and jacket AWG) ww Am 
© 6353 SL002 5 6.248mm Slate 500! 66F8352 970.00 provides easier routing of cable in tight spaces @ High-technology applications in —_ 
eee ° a2enm | Sete | 1000t EM  vidlotonand conecnrizatinime © Pohkatsdle equpment r 
@ 6354 SLO02 6 6731mm | Slate | 500 66F8354 | 1097.31 ace Pcie eee a 
@ 6354 SL001 6 6.731mm Slate 1000: 66F8353 1758.99 e rey ae to most oils per UL Oil Res rete Uae cael tet ight 
© 6355 SLO01 7 673imm_| Siete | 1000 [EAST 4 Rexistance to ambient temperatures up to 105°C © ULAWM Siyle 2464 overal, UL AWM Style 10002 
© 6356 SLO02 8 7.112mm | Slate | 500 66F8358 | 1656.98 (21°F) conductors 
@ 6357 SLO02 9 7.62mm Slate 5001 66F8360 1430.11 © Ultraviolet stabilized, all colors @ CSACMG FT4 
© 6358 S00" 7 tram | Seto | 1000 [SET Se * a shedtOhghcperbmance tledng systam © UL sted, CSAcatfed, CE complant 
© 6359 SLO01 15 8.89mm Slate | 1000 66F8363 | 3709.84 XTRA-GUARD® 4 Applications: 
© 6361 SLOO1 37 13.056mm Slate 1000 66F8367 |10614.06 Stranded tinned copper conductors and color-coded premium PVC insulation. Supra-Shield® aluminum/ 
24 AWG, 7 x 32AWG, 0.254mm Insulation Thickness polyester/aluminum foil Shielding with stranded tinned copper drain wire plus 10% overall tinned-copper braid. 
secre [| eesen [om [ mama emmm, | tare Ge te tec 
© 6327 SL001 3 4.826mm Slate 1000 66F8613 1069.85 shrink tubing is recommended; order separately. Sold in spool sizes indicated in table below. NOTE: mfg. 
@ 6328 SLO02 4 5.08mm Slate 500! 85K9920 707.47 part nos. with /1C suffix denotes conductors color-coded per international standards: brown, blue, green/yellow. 
© 6328 SLO01 4 6.08mm Slate | 1000 66F8615 | 1285.68 Prceinen 
@ 6329 SL002 5 5.461mm Slate 500i 66F8618 848.96 No. of External Spool Spool 
@ 6329 SLO01 5 5.461mm Slate 10001 66F8617 1361.71 Mfg. Part No. Conductors Diameter Color Size Stock No. 1-5+ 
@ 6330 SLO02 6 S7i5mm | Slate | 500 66F8620 | 1106.23 24 AWG, Tx S2AWG 
© 6330 Sloot r 715mm |. Site 1 41000 GarsctomeIET@Zice @ 5112C $L002 2 4572mm | Slate | 500 88K1432_| 2264.10 
© 6331 SL002 7 579imm | Slate | 500 66F8605 | 1306.78 eaten 2 457amm_ | Slate | 100% [ERISEZ0RSa| Passio 
© 6332 $1002 8 6.096mm | Slate 1-500 Gereeo7in NAAESIES @ 5113C SL005 3 4.826mm | Slate | 100 1302044 | 627.56 
© 6332 SLOOt 8 6.096mm | Slate} toon 66F8608 | 2335 09 @ 5113C SLO01 3 4.826mm | Slate | 1000% | 96F9085 | 2800.35 
© 6333 SLO01 9 6.452mm | Slate | 1000t | 66F8608 | 2899.50 BOTGCSL005 A 5.08mm | Slate | 100f | ER@2k76S000 | Miesizs 
© 6334 SLOO1 10 6.858mm | Slate | 1000 66F8610 | 3622.47 @ 51140 SL002 5.08mm__| Slate_| 500 92F7439 | 2919.15 
© 6335 SL002 15 762mm | Slate | Soot | 66F8595 | 2731.84 wore S00 7 5.08mm | Slate | 1000R | 18sK1433 9) 2928.70 
© 6335 SLOOt 15 7 6omm Site 141000 ae Il cosa ae @ 5116C SL005 6 5.842mm | Slate | 100 90B6027 | 794.12 
© 6336 SLO02 25 9449mm | Slate | soot | 66reso7 | 4633.38 Sennen . 5.842mm | Slate | S00 | 7 984380! |/'9856.92 
© 6336 SLO01 25 9.449mm | Slate | 1000 66F8596 | 8424.06 @ 5116C SLO01 7 5.842mm_| Slate_| 1000f | 92F7440_ | 3504.48 
© 6338 SLOO2 50 12.344mm | Slate | S00 | 66F8601 | 9783.64 @ 5118C'SLO05 8 6.096mm_| State_| 100f | 92F7443 | 907.45 
22 AWG, 7 x 30AWG, 0.254mm Insulation Thickness @ 51180 SLO02 8 6.096mm_| Slate _| 500 92F7442_ | 3987.35 
@ 6339 SLO02 3 5.156mm Slate 500! 66F8603 196.34 @ 5118C SLO01 8 6.096mm Slate 1000: 92F7441 4169.07 
© 6339 SLOOT 3 asanm | oSise| 1000 eerse02 1901.90 @ 5120C SL005 10 6.858mm | Slate | 100 92F7446 | 1022.64 
© 6340 8.002 4 646imm | Slate 1 500 eeres87 | 610.99 @ 5120 SLO02 10 6.858mm | Slate | 500 85K9822 | 4509.54 
© 6340 SLOO1 4 546imm | Slate | tooon | e6r8se6 | 1121.04 @51200 SLO ue §.658mm | Slate | 1000 | RG2ETASSEN cians 
@ 6341 SLO02 5 5.867mm Slate 500 66F8589 731.69 @ 5120/15C SLO05 15 7.62mm Slate 1001 27M2986 1430.56 
@ 6341 SLOO1 5 5.867mm Slate 1000 66F8588 1329.95 @ 5120/15C SLO02 15 7.62mm Slate 500! 92F7448 3756.84 
© 6342 SLOO2 6 6203mm | Slate 1500 e8reso11 || avovaa @ 5120/25C SLO0S 25 9.144mm | Slate | 100 90B7208 | 1873.75 
©6342 S001 6 Soamm |Site 1000 earesoumIeaTOWa @ 5120/25C SL002 25 9.144mm | Slate | 500 92F7453 | 6410.61 
(© 6343 SL002 7 6.223mm | Slate | 500 66F8593 | 1029.37 Souls at 9.662mm_ | Slate | 100ft |/RRiMZS67a Meznette 
© 6343 Sloot 7 eaoamm, | Sier'| 1000 ae ace @ 5120/30C SL001 30 9.652mm | Slate | 1000% | 13C2045 | 9766.77 
© 6344 SLOOD 8 404mm | Slate 1500 66F8577 1 4106.23 @ 5120/40C SLO05 40 10.668mm | Slate | 100 85K9821_ | 3266.47 
© 6344 Soot 3 Geoamm | Site | “1000 eeresed 1 1774.36 @ 5120/50C SLO05 50 11.684mm | Slate | 100 88K1434_| 3939.97 
© 6345 SLOOD 9 7 Hamm | Slate 1500 @6F8579 | 4954.54 @ 5120/50C SL001 50 11.684mm | Slate | 1000 | 13C2048 | 14003.95 
© 6346 SLO02 10 762mm | Slate | soon | 66F8581 | 1381.08 22 AWG, 7 x 30AWG 
© 6346 SLO01 10 762mm | Slate | 1000 66F8580 | 2215.25 @ 5102C SLO0S 2 5.08mm_|_Slate_| 100 88K1428 | 590.06 
© 6347 SL002 15 8636mm | Slate | Sook | 66F8583 | 1731.55 wol0ze Sele 7 5.8mm | Slate | S00 [RBZ STOMACHS 
© 6347 SL001 15 8.636mm | Slate | ‘1000R | 66F8582 | 3147.46 B51020 S100! 7 5.08mm__| Slate _| 1000R |RRSZRIAL ema BG oom 
© 6348 SLO02 25 10.414mm | Slate | S00 | 66F8585 | 2901.12 @.5103C SL005 8 5.182mm_| State_| 100ft_ | 85K9814_ | 620.55 
© 6348 SLOO1 25 10.414mm_ | Slate | 1000t | 66F8584 | 5310.85 On 10sC SNF : 5.182mm__| Slate_| 1000 _|[ERB2EZS20IiN zeit 
© 6349 $1.02 37 41684 | Slate | 2500 e6res74 | e808 8a @ 5104C SLO05 4 5.588mm | Slate | 100 86K9067 | 658.60 
© 6349 SLOO1 w 11,684mm | Slate | 1000R | 66F8573  [13638.24 Seiicel 5.588mm_| Slate | 500f_|[RSZEIAZSs BRIEOBIED 
© 6350 SLOO1 50 14.097mm | Slate | ‘tooon | 66F8575 |15758,99 S104 S101 4 5.568mm | Slate | 1000 [ERBZETAZZIE ZESZESS 
@ 5108C SLO0S 8 6.604mm | Slate | 100 88K1429 | 991.86 
me @ 5108C SLO02 8 6.604mm | Slate | 500 92F7427 | 2986.12 
@ 5108C SLO01 8 6.604mm | Slate | 1000 | 92F7426 | 4265.88 
XTRA-GUARD® 1 Geigtin fant : @ 5110 SLO05 10 762mm | Slate | 100 272985 | 1161.38 
MULTICONDUCTOR SUPRA- Available AlphaWire @ 5110C SLO02 10 7.62mm Slate | 500 85K9817 | 5106.24 
SHIELD@ CABLE —S00V Cables you tat Serie you deserve @ 5110C SLO01 10 762mm | Slate | 100% | 92F7494 | 6232.50 
Fecnnolngy tlecteaie seeeali rane © 5110/15C SLO05 15 8.382mm | Slate | 100% | 92F7431 | 1485.08 
@ 5110/15C SLO02 15 8.382mm | Slate | 500 92F7430 | 4583.82 
@ 5110/15C SLO01 15 8.382mm | Slate | 1000 | 92F7429 | g548.31 
@ 5110/25C SLO05 25 10.16mm | Slate | 100 92F7437 | 2992.35 
@ 5110/25C SL002 25 10.16mm | Slate | 500 92F7436 | 7840.52 
@ 5110/25C SL001 25 10.16mm Slate 1000 92F7435 | 11200.75 
@ 5110/30C SL005 30 10.668mm | Slate | 100 73¢2035 | 2660.91 
@ 5110/30C SLO01 30 10.668mm | Slate | 1000% | 13C2034 | 12273.10 
@ 5110/40C SL005 40 11.684mm | Slate | 100 96F9084 | 3715.37 
@ 5110/40 SLO01 40 11.684mm | Slate | 1000% | 1302036 |42042.49 
@ 5110/50C SLO05 50 12.954mm | Slate | 100 1302038 | 4524.56 
> CONTINUED > > CONTINUED > 
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WIRE & CABLE @ Indicates RoHS Compliant 4] Find Datasheets Online 


DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


XTRA-GUARD® 1 MULTICONDUCTOR SUPRA-SHIELD® CABLE — 300V XTRA-GUARD® 1 MULTICONDUCTOR SUPRA-SHIELD® CABLE — 300V 


(CONT.) (CONT.) 
Price per Price per 
No. of External Spool Spool No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-5+ Mfg. Part No. Conductors Diameter Color Size Stock No. 1-5+ 
22 AWG, 7 x 30AWG 16 AWG, 19 x 0.297mm, (19 x 0.0117”) 
@ 5110/50C SL001 50 12.954mm Slate 1000: 13C2037 | 16022.90 @ 5173/1C SLO05 3 7.366mm Slate 100 13C2077 1229.73 
@ 5110/60C SLO05 60 14.986mm Slate 100 13C€2040 5013.86 @ 5173C SLO05 3 7.366mm Slate 100 03F6334 1229.73 
@ 5110/70C SLO05 70 16.002mm Slate 100 85K9816 6291.71 @ 5173C SL002 3 7.366mm Slate 500 03F6335 5408.24 
20 AWG, 7 x 283AWG @ 5173/1C SLO02 3 7.366mm Slate 500 27M2991 5408.24 
@ 5152C SLO05 2 6.096mm Slate 100 03F6303 641.90 @ 5173C SL001 3 7.366mm Slate 1000ft 13C2078 5483.64 
@ 5152C SLO01 2 6.096mm Slate 1000 92F7459 3222.70 @ 5173/1C SLO01 3 7.366mm Slate 1000ft 13C2076 5483.64 
@ 5153C SLO05 3 6.35mm Slate 100 85K9824 735.66 @ 5174C SLO05 4 8.128mm Slate 100 03F6336 1358.90 
@ 5153C SL002 3 6.35mm Slate 500 03F6306 3217.93 @ 5174C SL002 4 8.128mm Slate 500 03F6337 5972.82 
@ 5153C SL001 3 6.35mm Slate 1000 92F7460 3729.26 @ 5174C SLO01 4 8.128mm Slate 1000ft 03F6338 6898.08 
@ 5154C SLO05 4 6.858mm Slate 100 03F6307 802.76 @ 5176C SLO05 6 9.398mm Slate 100 03F6323 1657.98 
@ 5154C SL002 4 6.858mm Slate 500 03F6308 3510.53 @5176C SLO01 6 9.398mm Slate 1000: 92F7476 9243.77 
@ 5154C SLO01 4 6.858mm Slate 1000 92F7461 4287.79 @ 5178C SLO05 8 10.16mm Slate 100 27M2992 2180.39 
@ 5156C SLO05 6 7.874mm Slate 100 85K9825 1115.03 @ 5178C SL002 8 10.16mm Slate 500 03F6326 | 10889.61 
@ 5156C SL002 6 7.874mm Slate 500 03F6310 4895.74 @5178C SLO01 8 10.16mm Slate 1000ft 13C2079 | 12256.05 
@ 5156C SLO01 6 7.874mm Slate 1000 92F7463 5255.93 @ 5180C SLO05 10 11.684mm Slate 100 03F6327 2659.57 
@ 5158C SLO05 8 8.382mm Slate 100 03F6374 1222.59 @ 5180C SL002 10 11.684mm Slate 500 03F6328 | 13286.22 
@ 5158C SLO02 8 8.382mm Slate 500 85K9826 3524.28 @ 5180C SL001 10 11.684mm Slate 1000ft 13C2083 | 13742.04 
@ 5158C SLO01 8 8.382mm Slate 1000 92F7464 5034.68 PIM_6103 
@ 5160C SLO05 10 9.652mm Slate 100 03F6376 1522.51 
@ 5160C SL002 10 9.652mm Slate 500 03F6359 6713.12 XTRA-GUARD® 1 RoHS _ 
© 5160¢ SLOOT 10 g.6s2mm | Slate | 1000k | 03F6377 | 7866.56 MULTICONDUCTOR, FOIL-SHIELDED “e°'Avaisuie @) AlphaWire 
@ 5160/20C SLO05 20 11.938mm Slate 100 03F6366 2436.66 CABLE — 300V aie nie toe 
@ 5160/20C SLO02 20 11.938mm Slate 500 85K9827 | 12166.87 Extreme Performance in Critical, High- 
© 5160/20 SLO01 20 11.938mm | Slate | 1000t | 13¢2060 |12389.53 ‘Technology Electronic Signal Applications 
@ 5160/25C SLOOS 25 13.208mm | Slate | 100 03F6368 | 3058.75 __ @) AL 
@ 5160/25C SLOO2 25 13.208mm | Slate | 500 03F6369 | 9580.18 ——o = 
@ 5160/25C SLO01 25 13.208mm Slate 1000: 13C2061 | 11658.42 @ C € 
@ 5160/30C SLOO5 30 13.97mm Slate 100: 03F6370 3540.68 Extreme Performance Benefits: ; ; @ High- fechnology applications in 
@ Unique premium-grade PVC insulation and jacket controlled environments 
@ 5160/30C SLO02 30 13.97mm Slate 500 03F6371__ | 11497.18 provides easier routing of cable in tight spaces ® Medical electronics Ww Am 
@ 5160/30C SLO01 30 13.97mm Slate 1000: 13C2062 | 13991.27 @ Fast, easy stripping of insulation and jacket to © Point-of-sale equipment : 
@ 5160/40C SLOOS 40 16.764mm Slate 100 03F6372 5130.93 8 lia and connectorization time : ee = Fil Notso 
@ 5160/40C SLO01 40 16.764mm | Slate | 1000 13C2063 | 19553.14 © Resistance to most oils per UL Oil Res and XTRA-GUARD® 1 Specifications: 
© 5160/50C SLO05 50 18.288mm | Slate | 100 03F6360 | 6149.63 Class 43 ; op” UL Type CM, AWM Style 2464 at 
@ 5160/50C SLO02 50 18.288mm Slate 500 03F6361 | 1¢586.96 e on to ambient temperatures up to 105°C boi eras Style 10002 
@ 5160/50C SLO01 50 18.288mm Slate 1000: 13C2064 | 23695.66 © Ultraviolet stabilized, all colors @ CSACMG FT4 
@ 5160/60C SLO05 60 49.558mm Slate 100! 03F6362 7305.34 XTRA-GUARD® 1 Applications: @ Passes UL VW-1 and CSA FT4 Flame Tests 
© 5160/60C SLOO2 60 19.558mm Slate 500 03F6363|21587.91 @ EIARS 232C Interface (24, 22 AWG) @ UL listed, CSA certified, CE compliant 
18 AWG, 16 x 30AWG Stranded tinned copper conductors and color-coded premium PVC insulation. Al luminum/polyester shield, with 
4 foil facing in plus stranded tin-copper drain wire equal in size to conductors. Voltage rating: 300V. Operating 
@ 5162C SL005 2 6.35mm Slate 100) 03F6351 831.27 temperature: -30°C to 105°C CM and CMG, -30°C to 80°C AWM 2464. Slate premium PVC jacket; other colors 
@ 5162/1C SLO05 2 6.35mm Slate 400 85K9828 831.27 available; go online or call. FIT®-221 and FIT@-321 irradiated polyolefin heat-shrink tubing is recommended; 
esrsocsinma [| -enn| sie | soot_| ogre [acca gee mt Sa 0 oe ne 
@ 5162/1C SLO01 2 6.35mm Slate 1000 13C2066 3741.22 TED 
@ 5162C SLO001 2 6.35mm Slate 1000: 92F7472 3741.22 No. of External Spool Spool 
@ 5163C SLO05 3 6.858mm Slate 100 27M2988 981.29 Mfg. Part No. Conductors Diameter | Color Size Stock No. 41-94 
@ 5163C SL002 3 6.858mm Slate 500 03F6354 4272.79 24 AWG, 7 x 32AWG 
@ 5163C SLO01 3 6.858mm Slate 1000 03F6355 4316.96 @ 5092C SL005 2 4.064mm Slate 100ft 03F2661 277.72 
@ 5164C SLO05 4 7.366mm Slate 100 03F6356 1088.76 @ 5092C SL002 2 4.064mm Slate 500ft 88K1426 | 1127.93 
@ 5164C SL002 4 7.366mm Slate 500 03F6357 4800.21 @ 5092C SL001 2 4.064mm Slate 1000: 28B6983 | 1421.76 
@ 5164C SLO01 4 7.366mm Slate 1000 92F7473 5244.83 @ 5093C SL005 3 4.318mm Slate 100 86K7367 404.26 
@ 5166C SLO05 6 8.636mm Slate 100 27M2989 1469.28 @ 5093C SL002 3 4.318mm Slate 500ft 03F2664 1780.87 
@ 5166C SL002 6 8.636mm Slate 500 27M2990 6448.93 @ 5093C SL001 3 4.318mm Slate 1000: 28B6985 | 2079.92 
@ 5166C SL001 6 8.636mm Slate 1000: 98F8775 6621.59 @ 5094C SLO05 4 4.572mm Slate 100ft 86K7368 404.37 
@ 5168C SLO05 8 9.144mm Slate 100 03F6381 1581.06 @ 5094C SL002 4 4.572mm Slate 500ft 03F2666 1780.87 
@ 5168C SL002 8 9.144mm Slate 500 03F6382 7879.33 @ 5094C SL001 4 4.572mm Slate 1000: 92F9385 | 2230.18 
@ 5168C SL001 8 9.144mm Slate 1000 132070 8426.00 @ 5096C SLO05 6 5.08mm Slate 100ft 86K9066 513.54 
@ 5170C SL005 10 10.414mm Slate 100 03F6383 2049.06 @ 5096C SL002 6 5.08mm Slate 500ft 03F2668 =| 2128.83 
@ 5170C SL002 10 10.414mm Slate 500 03F6384 9455.12 @ 5096C SL001 6 5.08mm Slate 1000: 92F7413 | 2280.79 
@ 5170C SL001 10 10.414mm Slate 1000 92F7475 | 10306.81 @ 5098C SL005 8 5.588mm Slate 100ft 27M2983 582.75 
@ 5170/15C SLO05 15 11.684mm Slate 100 03F6385 2614.81 @ 5098C SL002 8 5.588mm Slate 500ft 03F2670 | 2512.18 
@ 5170/15C SLOO2 15 11.684mm_| Slate | 500 03F6386 | 13070.46 @ 5098C SLO01 8 5.588mm | Slate | 1000 92F7414 | 2777.45 
@ 5170/15C SLO01 15 11.684mm Slate 1000 03F6387 | 13219.52 @ 5100C SLO05 10 6.35mm Slate 100ft 03F2671 679.10 
@ 5170/20C SLO05 20 12.954mm Slate 100 03F6388 3291.80 @ 5100C SL002 10 6.35mm Slate 500ft 03F2672 1997.56 
@ 5170/20C SLO02 20 12.954mm Slate 500 03F6389 | 14011.77 @ 5100C SL001 10 6.35mm Slate 1000: 92F7415 | 2853.65 
@ 5170/20C SLO01 20 12.954mm Slate 1000 13C2071 | 14831.39 @ 5100/15C SLO05 15 6.858mm Slate 100ft 03F2673 998.48 
16 AWG, 19 x 0.297mm, (19 x 0.0117”) @ 5100/15C SLO002 15 6.858mm Slate 5001 03F2674 | 2750.83 
@ 5172C SL005 2 7.142mm Slate 100 89K8197 991.86 @ 5100/15C SLO01 15 6.858mm Slate 1000: 96F9188 | 3929.75 
@ 5172/1C SLO05 2 7.112mm Slate 100 26M8382 991.86 @ 5100/20C SLO05 20 7.62mm Slate 100ft 03F2675 1339.48 
@ 5172C SL002 2 7.112mm Slate 500 03F6332 4199.18 @ 5100/20C SLO01 20 7.62mm Slate 1000: 92F7416 | 5313.32 
@ 5172C SLO01 2 7.112mm Slate 1000 03F6333 4773.44 @ 5100/25C SLO05 25 8.53mm Slate 100ft 03F2677 1449.21 
@ 5172/1C SLO01 2 7.112mm Slate 1000 132074 4773.44 @ 5100/25 SLO02 25 8.53mm Slate 500ft 03F2678 | 4272.91 
> CONTINUED > > CONTINUED > 


566 ~— Go online or call for non-compliant or ROHS Compliant products. See page 2 


WIRE & CABLE 


DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


XTRA-GUARD® 1 MULTICONDUCTOR, FOIL-SHIELDED CABLE — 300V XTRA-GUARD® 1 MULTICONDUCTOR, FOIL-SHIELDED CABLE — 300V 
(CONT.) (CONT.) 

Price per Price per 

No. of External Spool Spool No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-9+ Mfg. Part No. Conductors Diameter Color Size Stock No. 1-9+ 
24 AWG, 7 x 32AWG 20 AWG, 7 x 28AWG 
@ 5100/30C SLO05 30 8.99mm Slate 100 03F2679 1763.37 @ 5470/15C SLO01 15 10.16mm Slate 1000 03F2752 6403.29 
@ 5100/30C SLO01 30 8.99mm Slate 1000: 03F2681 7869.29 @ 5470/20C SLO05 20 11.176mm Slate 100: 03F2753 1664.55 
@ 5100/40C SLO05 40 10.01mm Slate 100 88K1427 2499.43 @ 5470/20C SLO02 20 11.176mm Slate 500) 03F2754 5432.65 
@ 5100/40C SLO002 40 10.01mm Slate 500! 03F2683 7843.04 @ 5470/20C SL001 20 11.176mm Slate 1000 92F7479 7760.93 
@ 5100/50C SLO01 50 11mm Slate 10001 28B6994 | 12382.72 @ 5470/25C SLO05 25 12.446mm Slate 100: 03F2755 2168.25 
@ 5100/60C SLO05 60 11.938mm Slate 100 03F2686 3692.44 @ 5470/25C SLO02 25 12.446mm Slate 500! 03F2756 7241.76 
@ 5100/60C SLO02 60 11.938mm Slate 500! 03F2687 | 11133.73 @ 5470/30C SLO05 30 13.208mm Slate 100 03F2757 2573.37 
@ 5100/60C SLO01 60 11.938mm Slate 10001 28B6995 | 13548.98 @ 5470/30C SLO02 30 13.208mm Slate 500) 03F2758 8689.85 
@ 5100/70C SLO05 70 12.83mm Slate 100 03F2688 4251.97 @ 5470/30C SLO01 30 13.208mm Slate 1000 28B7630 |12414.07 
@ 5100/70C SLO02 70 12.83mm Slate 500 03F2689 | 12399.24 @ 5470/40C SLO05 40 16.002mm Slate 100: 03F2759 3795.18 
@ 5100/70C SLO01 70 12.83mm Slate 1000ft 03F2690 | 15089.03 @ 5470/40C SLO02 40 16.002mm Slate 500) 85K9859_ | 11733.40 
22 AWG, 7 x 30AWG @ 5470/40C SLO01 40 16.002mm Slate 1000 28B7631 | 14278.74 
@ 5192C SLO05 2 437mm Slate 100 03F 2697 205.30 18 AWG, 16 x 30AWG 
@ 5192C SL002 2 437mm Slate 500! 03F2698 1008.69 @ 5382C SLO05 2 5.842mm Slate 100: 03F2773 582.90 
@ 5192C SL001 2 437mm Slate 1000ft 92F7401 1440.98 @ 5382/1C SLO05 2 5.842mm Slate 100 85K9842 582.90 
@ 5193C SLO05 3 457mm Slate 100 03F2699 404.37 @ 5382C SL002 2 5.842mm Slate 500) 03F2774 2370.60 
@ 5193C SL001 3 4.57mm Slate 1000: 03F2701 1756.81 @ 5382/1C SLO02 2 5.842mm Slate 500 27M3000 | 2370.60 
@ 5194C SLO05 4 4.9mm Slate 100 86K7369 498.38 @ 5382C SL001 2 5.842mm Slate 1000: 05F1940 2540.63 
@ 5194C SL002 4 4.9mm Slate 500 03F2703 2028.17 @ 5382/1C SLO01 2 5.842mm Slate 1000 28B7323 | 2540.63 
@5194C SL001 4 4.9mm Slate 1000: 92F7402 2039.43 @ 5383C SLO05 3 6.096mm Slate 100! 03F2775 605.86 
@ 5196C SLO05 6 5.66mm Slate 100 86K9068 566.43 @ 5383/1 SLO0S 3 6.096mm Slate 100: 85K9843 605.86 
@ 5196C SLO02 6 §.66mm Slate 500! 03F2705 1612.65 @ 5383C SLO02 3 6.096mm Slate 500 03F2776 2656.61 
@ 5196C SL001 6 5.66mm Slate 1000ft 03F2706 2303.79 @ 5383/1C SLO02 3 6.096mm Slate 500) 28B7327 | 2656.61 
@ 5198C SLO05 8 6.07mm Slate 100 03F2707 696.12 @ 5383C SL001 3 6.096mm Slate 1000: 03F2777 2701.38 
@ 5198C SLO02 8 6.07mm Slate 500 03F2708 1846.12 @ 5383/1C SLO01 3 6.096mm Slate 1000: 28B7326 | 2701.38 
@ 5198C SLO01 8 6.07mm Slate 1000ft 92F7403 2637.32 @ 5384C SLO05 4 6.604mm Slate 100 27M3001 706.67 
@5199/10C SLO05 10 6.91mm Slate 1001 03F2709 778.43 @ 5384C SL002 4 6.604mm Slate 5001 85K9844 2875.25 
@ 5199/10C SLO02 10 6.91mm Slate | 500 03F2710 | 2304.59 @ 5384C SLO01 4 6.604mm | Slate | 1000 92F7467 | 3246.66 
@ 5199/10 SLO01 10 6.91mm Slate 1000 92F7404 3292.27 @ 5386C SLO05 6 7.874mm Slate 100: 27M3002 957.00 
@ 5199/15C SLO0S 15 7.874mm Slate 100 88K2168 | 1115.71 @ 5386C SLO02 6 7.874mm Slate 500 03F2781 | 2744.22 
@ 5199/15C SLO02 15 7.874mm Slate 5001 03F2712 2715.79 @ 5386C SL001 6 7.874mm Slate 1000 92F7468 3920.31 
@ 5199/15C SLO01 15 7.874mm Slate 1000 03F2713 3879.70 @ 5388C SLO05 8 8.636mm Slate 100: 03F2782 1235.30 
@ 5199/20C SLO05 20 8.51mm Slate 100 03F2714 1373.72 @ 5388C SLO02 8 8.636mm Slate 5001 03F2783 2928.35 
@ 5199/20C SLO02 20 8.51mm Slate 500! 03F2715 3997.73 @ 5388C SLO01 8 8.636mm Slate 1000: 92F7469 4183.36 
@ 5199/20C SLO01 20 8.51mm Slate 10001 92F7405 5711.05 @ 5390C SLO05 10 9.906mm Slate 100 03F2784 1440.83 
@ 5199/25C SLO05 25 9.45mm Slate 100 85K9829 1657.32 @ 5390C SL002 10 9.906mm Slate 5001 03F2785 3736.49 
@ 5199/25C SLO02 25 9.45mm Slate 500! 03F2717 5489.11 @ 5390C SLO01 10 9.906mm Slate 1000 92F7470 5337.85 
@ 5199/25C SLO01 25 9.45mm Slate 1000ft 92F7406 7841.58 @ 5390/15C SLO0S 15 11.176mm Slate 1001 93K4266 1739.06 
@ 5199/30C SLO0S 30 9.98mm Slate 100 03F2718 2012.73 @ 5390/15C SLO02 15 11.176mm Slate 5001 03F 2787 5512.86 
@ 5199/30 SLO02 30 9.98mm Slate 500 03F2719 | 10062.46 @ 5390/15C SLO01 15 11.176mm Slate 1000: 92F7477 7875.51 
@ 5199/30C SLO01 30 9.98mm Slate 1000ft 28B7063 | 11793.42 @ 5390/20C SLO05 20 12.446mm Slate 100! 03F2788 2315.45 
@ 5199/40C SLOOS 40 11.13mm_| Slate | 100 03F2720_ | 2853.45 @ 5390/20C SLO02 20 12.446mm | Slate | 500 03F2789 |11454.19 
@ 5199/40C SLO02 40 11.13mm Slate 500} 03F2721 9538.00 @ 5390/20C SL001 20 12.446mm Slate 1000 92F7478 =| 42515.31 
@ 5199/40C SLO01 40 11.13mm Slate 1000 03F2722 | 11607.09 @ 5390/25C SLO05 25 14.986mm Slate 100! 03F2790 2968.41 
@ 5199/50C SLO05 50 12.24mm Slate 100 03F2723 3519.20 @ 5390/25C SLO02 25 14.986mm Slate 500! 03F2791 | 12639.87 
@ 5199/50C SLO02 50 12.24mm Slate 5001 03F2724 | 10225.88 @ 5390/25C SLO01 25 14.986mm Slate 1000 28B7332 | 13237.25 
@ 5199/50C SLO01 50 12.24mm Slate 10001 28B7064 | 12444.19 @ 5390/30C SL002 30 15.748mm Slate 5001 03F2793 | 15403.11 
@ 5199/60C SLO05 60 13.26mm Slate 100 03F2725 4230.54 @ 5390/30C SLO01 30 15.748mm Slate 1000: 28B7334 | 15499.60 
@ 5199/60C SLO01 60 13.26mm Slate 1000 28B7065 | 14209.68 16 AWG, 19 x 0.297mm, (19 x 0.0117”) 
20 AWG, 7 x 28AWG @ 5362C SLO05 2 6.35mm Slate 100: 85K9840 605.86 
@ 5462C SL005 2 5.334mm Slate 100 86K9070 287.34 @ 5362/1C SLO05 6.35mm Slate 100 26M8385 605.86 
@ 5462C SL002 2 5.334mm Slate 5001 03F2737 1690.16 @ 5362C SL002 6.35mm Slate 500 03F2807 2656.61 
@ 5462C SLO01 2 5.334mm Slate 1000: 03F2738 2033.83 @ 5362/1C SLO02 6.35mm Slate 500 27M2998 | 2656.61 
@ 5463C SLO05 3 5.588mm Slate 100 03F2739 498.38 @ 5362C SLO01 6.35mm Slate 1000 98F5064 2797.46 
@ 5463C SL002 3 5.588mm Slate 500! 03F2740 2028.17 @ 5363C SLO05 6.858mm Slate 100: 03F2808 774.25 
@ 5463C SL001 3 5.588mm Slate 1000ft 98F085 2235.51 @ 5363/1C SLO05 6.858mm Slate 100: 28B7304 774.25 
@ 5464C SL005 4 6.096mm Slate 100 03F2741 516.48 @ 5363C SLO02 6.858mm Slate 500) 03F2809 2245.48 
@ 5464C SL002 4 6.096mm Slate 500! 03F2742 2244.12 @ 5363C SLO01 6.858mm Slate 1000 92F7495 3207.83 
@ 5464C SL001 4 6.096mm Slate 10001 03F2743 2409.03 @ 5364C SLO05 7.366mm Slate 100: 03F2810 887.79 
@ 5466C SLO05 6 7.112mm Slate 100 03F2744 679.10 @ 5364C SL002 7.366mm Slate 500 03F2811 2609.36 
@ 5466C SL002 6 7.112mm Slate 500! 03F2745 2832.48 @ 5364C SLO01 7.366mm Slate 1000 92F7465 3727.66 
@ 5466C SLO01 6 7.112mm Slate 10001 70B2388 3204.75 @ 5366C SLO05 8.89mm Slate 100: 88K2169 1307.36 
@ 5468C SLO05 8 7.874mm Slate 100 03F2746 753.08 @ 5366C SLO02 8.89mm Slate 500 03F2813 5619.25 
@ 5468C SL002 8 7.874mm Slate 500! 03F2747 3307.51 @ 5366C SLO01 8.89mm Slate 1000 92F7466 5779.94 
@ 5468C SLO01 8 7.874mm Slate 1000ft 98F4836 3449.81 @ 5368C SLO05 9.652mm Slate 100 03F2814 1488.86 
@ 5470C SL005 10 8.89mm Slate 100) 03F2748 965.79 @ 5368C SL002 9.652mm Slate 500 03F2815 7399.65 
@ 5470C SLO02 10 8.89mm Slate | 500 03F2749_ | 4131.02 @ 5368C SLO01 9.652mm | Slate | 1000 28B7305 | 8434.61 
@ 5470C SL001 10 8.89mm Slate 10001 98F084 4549.28 @ 5370C SLO05 11.176mm Slate 100 03F 2816 1997.73 
@ 5470/15C SLOOS 15 10.16mm Slate 100 27M3015 1375.37 @ 5370C SL002 11.176mm Slate 500 03F 2817 9986.00 
@ 5470/15C SLO02 15 10.16mm Slate 5001 03F2751 5961.38 @ 5370C SLO01 11.176mm Slate 1000: 28B7314 | 10516.18 
> CONTINUED > > CONTINUED > 
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DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


XTRA-GUARD® 1 MULTICONDUCTOR, FOIL-SHIELDED CABLE — 300V XTRA-GUARD® 1 MULTICONDUCTOR SUPRA-SHIELD® CABLE — 600V 
(CONT.) (CONT.) 
Price per Price per 
No. of External Spool Spool No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-9+ Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ 
16 AWG, 19 x 0.297mm, (19 x 0.0117”) 20 AWG, 10 x 30AWG 
@ 5370/15C SLO05 15 12.446mm Slate 100ft 27M2999 2593.61 @ 5514 SLO05 4 10.414mm Slate 100 85K9864 1196.97 
@ 5370/15C SLO02 15 12.446mm Slate 500ft 03F2819 | 12940.10 @ 5514 SL002 4 10.414mm Slate 500 02F9177 3647.22 
@ 5370/20C SLO02 20 14.986mm Slate 500ft 03F2821 15081.96 @ 5514 SL001 4 10.414mm Slate 1000: 98B1659 5210.32 
@ 5370/20C SL001 20 14.986mm Slate 1000ft 28B7308 | 17172.21 @ 5517 SLO02 7 11.938mm Slate 500 02F9182 5109.00 
PIM_6110 @ 5517 SL001 7 11.938mm Slate 1000: 97B2276 7298.56 
SS ee @ 5519 SLO05 9 13.462mm Slate 1001 27M3023 1946.63 
RAYCHEM HIGH-SPEED DIGITAL AND DATA IEEE 1394B © 5519 81002 9 13.462mm [Slate | soot_| oaFe1e4 | 6199.72 
QUAD CABLE = TE @ 5519 SLOO1 9 13.462mm | Slate | 1000 1302154 | 8856.75 
emily @ 5519/19 SLOOS 19 17.272mm | Slate | 100 03F3297 | 3433.36 
AUTHORIZED DISTRIBUTOR @ 5519/19 SLO01 19 17.272mm Slate 1000: 13€2155 | 12703.29 
P 18 AWG, 16 x 30AWG 
ee @ 5522 SLO05 2 9.652mm Slate 100) 85K9865 889.66 
ee ———— @ 5522 SL001 2 9.652mm Slate 1000: 1302156 4249.61 
: : @ 5523 SLO05 3 10.16mm Slate 100) 85K9866 1288.02 
e aa ia high-strength stranded copper e ge a Mode): 33 +6 ohms TDR © 5523 SLO01 3 10.16mm Slate 1000 1302157 6135.14 
© Foamed FEP insulation © Crosstalk: 26dB min. 1-500 MHz @ 5524-100 4 10.922mm Slate 100 02F9192 1436.62 
© Solid FEP filler e Capacitance: 13pF/ft. max) at 1 kHz @ 5524 SLOO2 4 10.922mm Slate 500) 02F9193 4608.50 
: nats eum copper braided shields H Te ee ft. max., within pairs @ 5524 SL001 4 10.922mm Slate 1000 USGA eneeion 
@ White FEP outer jacket © Time Delay Skew Between Pairs: 400 ps/4.5m @ 5525-100 5 11.684mm Slate 100 02F9194 1686.10 
: Dee ae shield) © Flammabilt rating: Spec 1200 Method B de : UE ll = /“ eid Seat 
@ Impedance (Differential): 110 +6/-4 ohms TDRrise © Operating ences range: -65°C to 200°C @ 5525 SLOO1 5 Af. 684mmn Slate 1000 usc2i6y 7840.39 
time <80 ps © Sold in 2500 ft. spools @ 5527 SLO05 7 12.446mm Slate 100 88K1451 2108.24 
Price per © 5527 SLO02 7 12.446mm | Slate | 500 02F9197 | 6716.95 
External Spool Spool @ 5527 SL001 7 12.446mm Slate 1000} 13€2161 9595.64 
Mfg. Part No. Diameter Color Size Stock No. 1-1- @ 5529 SLO02 9 44.224mm Slate 500 02F9199 8183.20 
26 AWG, 19 x 38AWG © 5529 SLO01 9 14.224mm | Slate | 1000 1302162 | 11690.28 
3EQ-26C422-32M-9 4mm White | 2500ft 16AC2252__| 29896.59 @ 5529/12 SLOO5 12 15.748mm | Slate | 100ft 02F9200 | 3092.55 
24 AWG, 19 x 36AWG @ 5529/12 SLO02 12 15.748mm | Slate | 500 02F9201_ | 9890.22 
© 3EQ:246222-32M-9 49mm White _|_ 2500f BEBCZ254 = @ 5529/12 SLOO1 12 15.748mm | Slate | 1000 | 13¢2163 | 12035.72 
22 AWG, 19 x 34AWG © 5529/15 SLO05 15 17.272mm | Slate | 100 02F9202 | 3722.65 
@ 3EQ-220222-32M-9 5.5mm White] 2500f 16AC2250__ | 39480.00 16 AWG, 19 x 0.297mm, (19 x 0.0117”) 
PIM_8715244 @ 5532 SLO05 2 10.16émm | Slate | 100 85K9868 | 1103.05 
——.  .  [{———<<<@o@o@oqoqoqoo @ 5532 SL001 2 10.16mm Slate 1000: 13C2165 5379.54 
XTRA-GUARD® 1 EeRiins rare : @ 5533 SLOO5 3 10.668mm | Slate | 100 13€2167 | 1415.18 
MULTICONDUCTOR SUPRA- Available Al p h aWire ©5533 sLo01 3 10.668mm | Slate | 1000 1302166 | 6995.23 
SHIELD® CABLE = 600V ; Cables you ts, Serve you deserve. @ 5534 SLO05 4 11.684mm | Slate | 100 02-9208 =| 1798.15 
Tecernolesne cloteeeaeSlgnel Aeucariona @ 5534 SL002 4 11.684mm | Slate | 500 02F9209 | 5860.13 
7 @ 5534 SL001 4 11.684mm Slate 1000: 1302168 8371.61 
Ss —— @) A @ 5535 SLO05 5 12.446mm Slate 100! 02F9210 2103.81 
@ 5535 SL002 5 12.446mm Slate 500 02F9211 7027.62 
G C € @ 5535 SLO01 5 12.446mm Slate 1000: 13€2169 | 10039.46 
Extreme Performance Benefits: © High-technology applications in @ AM © 5537 SLO0S 7 13.462mm_|_ Slate 100 02F9212_ =| 2659.57 
© Provides easier routing of cable in tight spaces controlled environments val @ 5537 SLO02 7 13.462mm Slate 500ft 02F9213 7792.59 
© Fast, easy stripping of insulation and jacket to @ Point-of-sale equipment bee eel @ 5537 SLO01 7 43.462mm Slate 1000: 13C2170 | 11132.27 
oe and connectorization time : ee aes @ 5539 SLO0S 9 75494mm Slate 700 02F9214 3288.26 
© Resistance to most oils per UL Oil Res and XTRA-GUARD® 1 Specifications: @ 5539/12 SLOO5 12 17.272mm Slate 100) 03F3298 4004.95 
e pra to ambient temperatures up to 105°C ; cove 2501 overall; UL ee Seslesre i oes = = cad ca 
(221°F) AWM Style 1015 conductors © 5539/15 SLO05 5 19.558mm_ | State | 100 | RROZRBZNTaNN RENAE 
i tla eh nara all Saka m e sare | A/B Il A/B FT4 overall; CSA TEW @ 5539/19 SLO05S 19 20.828mm Slate 100) 27M3024 5718.44 
mie GeHio high pernviense shielding system ® nee UL VW-1 and CSA FT4 Flame Tests ed 19 eh seemm lle 1000 LSE eae 
XTRA-GUARD® 1 Applications: © ULlisted, CSA certified, CE compliant 14 AWG, 41 x 30AWG 
@ EIARS 232C Interface (22 AWG) @ 5542 SLO05 2 10.922mm Slate 100) 13C2176 1429.10 
Stranded tinned copper conductors and color-coded premium PVC insulation. Supra-Shield® aluminum/ @ 5542 SL002 2 10.922mm Slate 500! 29M7249 6273.03 
poser sting wh rade ned pe an we ps 7 oval econ Bw 47 sa 2 [stan [site| woot | s3car | 7254.7 
jacket; other colors available; go online or call. FIT@-221 and FIT®-321 irradiated polyolefin heat-shrink tubing is @ 5543 SLO05 3 11.684mm_|__Sla 100 2204866 | 1817.91 
recommended; order separately online or call. Sold in spool sizes indicated in table below. @ 5543 SLO02 3 11.684mm Slat 500 05F1868 6074.86 
Price per @ 5543 SL001 3 11.684mm Slate 1000: 13C2177 8678.36 
No. of External Spool |_ Spool @ 5544 SLO05 4 12.446mm | Slate | 100 02F9225 | 2204.26 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ @ 5544 SLO02 4 12.446mm Sla 5001 02F9226 | 41446.40 
22 AWG, 7 x 30AWG © 5544 SL001 4 12.446mm | Slate | tooo | 13¢2178 |11955.13 
@ 5504 SL002 4 9.906mm Slate 500ft 02F9162 2883.12 @ 5547 SLO0S 7 14.732mm Slate 100ft 27M3025 3490.77 
© 5504 SLOO1 4 9.906mm_| Slate | 100% | 13C2151_| 4118.73 © 5547 SLO02 7 14.732mm | Slate | 500 02F9228 | 10446.95 
© 5507 $005 i ‘1176mm_| Slate_| 100 | O2FS165 | 1522.51 © 5547 SLOO1 7 14.732mm | Slate | 10008 | 43¢2179 | 12713.22 
© 5507 SLO02 7 ‘1.176mm | Slate | 500m | O2F9166 | 6713.12 © 5549 SLOO5 9 17.018mm | Slate | 100 02F9229 | 4321.84 
@ 5507 SLOOt 7 “1.176mm_ | Slate | 1000 |MISG21S2aa ascikeo © 5549 SLOO1 9 17.01émm | Slate | 1000 | 13¢2180 |17597.70 
@ 5509/12 SLO05 12 13.97mm Slate 100ft 03F3295 2077.57 @ 5549/12 SLOO5 12 49.812mm Slate 400ft 02F9232 5293.78 
@ 5509/12 SLO02 12 13.97mm Slate 500ft 98B1663 6302.61 @ 5549/12 SLOO2 42 49.812mm Slate 500: 02F9233 | 15430.03 
@ 5509/12 SLO01 12 13.97mm Slate 1000ft 1302153 9003.72 @ 5549/15 SLOO5 45 24.336mm Slate 100} 02F9234 6401.62 
@ 5549/15 SLO02 15 21.336mm Slate 500 02F9235 =| 16743.70 
@ 5549/15 SLO01 15 21.336mm Slate 1000: 13€2181 | 23919.57 
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WIRE & CABLE 


ATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


XTRA-GUARD® 1 MULTICONDUCTOR, XTRA-GUARD® 1 MULTICONDUCTOR, UNSHIELDED CABLE — 300V 
UNSHIELDED CABLE — 300V @) AlphaWire (CONT.) 
Extreme Performance in Critical, High-Technology Electronic aos tit Sle jo ein Price per 
Sigalnnpeations No. of External Spool Spool 
7 @) AY Mfg. Part No. Conductors | Diameter | Color Size Stock No. 1-5+ 
22 AWG, 7 x 30AWG 
G C € @ 5010/25C SLOO2 25 9.398mm | Slate | 500 02F8900 | 5151.33 
o @ 5010/25C SLO01 25 9.398mm | Slate | 1000 92F7496 | 7359.04 
Extreme Performance Benefits: environments @ g a 0 Jeigemin sale 10) 0258805 eaea08 
@ Unique premium-grade PVC. insulation andjacket © Medical electronics Ultraviolet Light © 5010/50C SLOO2 50 12.492mm Slate 500 02F8906 9629.05 
provides easier routing of cable in tight spaces © Point-of-sale equipment 20 AWG, 7 x 28AWG 
© Fast, easy si ripping of insulation and jacket to e Computer peripherals @ 5052C SLO05 2 528mm Slate 100 27M2977 381.77 
me ig lation and connectorization time SIR LcuAeee ncn he © 5052¢ SL002 2 528mm Slate 500 88K1422 AOEAISE 
@ Resistance to most oils per UL Oil Res and @ UL Type CM, AWM Style 2464 overall; UL AWM @ 5052C SL001 2 5.28mm Slate 1000 92F7498 1398.62 
e pee io ambient temperatures up to 105°C. pts Ucar viseuen a 8 eM Stes Sts 3 5.588mm Slate -_ SENG eiz25 
(221°F) P ° CSA ve FTA ’ @ 5053C SLO01 3 5.588mm | Slate | 1000 92F7499 | 1906.86 
© Ultraviolet stabilized, all colors @ Passes UL VW-1 and CSA FT4 Flame Tests @ 5054C SLO05 4 6.096mm Slate 100 85K9806 442.49 
aiipencany 1 Applications: @ ULlisted, CSA certified, CE compliant @ 5054C SLO02 4 6.096mm Slate 500 02F8925 1927.60 
i ssi i caanen hac aes : Peeee : . @ 5054C SLO01 4 6.096mm | Slate | 1000 28B6951 | 2051.32 
Stranded tinned copper conductors and color-coded premium PVC insulation. Voltage rating: 300V. Operating 
temperature: -30°C to 105°C CM and CMG, -30°C to 80°C AWM 2464. Slate premium PVC jacket; other colors  _@ 9056C SLO05 8 712mm | Slate | 100 85K9807_ | __597.07 
available; go online or call. FIT®-221 and FIT®-321irradiated polyolefin heat-shrink tubing is recommended; @ 5056C SLO02 6 7.412mm Slate 500! 85K9808 2626.62 
order separately online or call. Sold in spool sizes indicated in table below. NOTE: mfg. part nos. with /1C @ 5056C SLOO1 6 7.142mm Slate 1000 28B6952 2806.75 
suffix denotes conductors color-coded per international standards: brown, blue, green/yellow. 
- @ 5058C SLO05S 8 7.62mm Slate 100 02F8927 700.73 
fiacee er ae pes : © 5058C SLO02 8 7.62mm | Slate | 500% | 02F8928 | 2087.51 
Mfg. Part No. Conductors Diameter | Color Size StockNo. | 1-5+ @ 5058C SLO01 8 7.62mm Slate 1000 92F7500 2982.15 
24 AWG, 7 x 32AWG @ 5060C SLO05 10 8.89mm Slate 100 02F8929 811.38 
© 5012C SLOOS 2 4.064mm | Slate | 100 02F9240 | 350.19 @ 5060C SL002 10 889mm | Slate_| 500 02F8930 | 3570.43 
@ 5012C SLO02 2 4.064mm | Slate 500! 02F9241 916.97 @ 5060C SLO01 10 8.89mm Slate | 1000 04F2479 | 4087.36 
@ 5012C SLO01 2 4.064mm | Slate | 1000f | 92F7489 | 1309.96 @ 5060/15C SLO05 15 9.906mm_ | Slate | 100 85K9809 | 1338.54 
@ 5013C SLO05 3 4.14mm Slate 100) 85K9800 310.44 @ 5060/15C SLO02 15 9.906mm Slate 500 02F8932 | 5894.37 
@ 5013C SLO02 3 4.14mm Slate 5001 27M2973 948.76 @ 5060/15C SL001 15 9.906mm Slate 1000: 28B6954 5947.21 
@ 5014C SLO05 4 4.572mm Slate 100: 27M2974 326.86 @ 5060/20C SLO05 20 11.176mm Slate 100ft 88K1423 1637.64 
@ 5014C SL002 4 4572mm | Slate | 500 02F9245 | 1100.34 © 5060/20C SL002 20 11.176mm_| Slate | 500 02F8934 | 8172.24 
@ 5014C SLO01 4 4.572mm | Slate | 1000 92F9383 | 1386.98 © 5060/20 SL001 20 11.176mm_| Slate | 1000 28B6955_| 8846.13 
@ 5016C SLO05 6 5.08mm Slate 100! 85K9801 428.62 @ 5060/25C SLO05 25 12.446mm Slate 100ft 02F8935 2001.19 
@5016C SL002 6 5.08mm Slate 500! 02F9247 4243.44 @ 5060/25C SLO002 25 12.446mm Slate 5001 02F8936 9994.81 
@ 5016C SLO01 6 5.08mm | Slate | 1000 98F4347 | 1567.36 © 5060/30C SLOOS 30 13.208mm | Slate | 100 02F8937_| 2472.30 
@ 5018C SLO0S 8 5.588mm | Slate | 100 02F9248 | 504.86 © 5060/30 SLO02 30 13.208mm_| Slate | 500f | 02F8938_ | 8207.21 
@ 5018C SLO02 8 5.588mm | Slate | 500 88K2745 | 1494.27 © 5060/30 SL001 30 13.208mm_| Slate | 1000 28B6956 | 11724.58 
@ 5018C SLO01 8 5.588mm | Slate | 1000 | 92F7490 | 2434.67 @ 5060/40C SLO05 40 15.748mm_| Slate 100 02F8939 | 3710.26 
@ 5020C SLO05 10 6.096mm | Slate 100 02F9250 571.32 @ 5060/40C SLO02 40 15.748mm_| Slate | 500 02F8940__| 12649.50 
@ 5020C SLO02 10 6.096mm | Slate 500! 02F9251 | 2512.18 @ 5060/50C SLO05 50 17.272mm_|_ Slate 1ooft | 27M2978 | 4566.79 
@ 5020C SLO01 10 6.096mm | Slate | 1000} 02F9252 | 2853.65 @ 5060/50C SLO02 50 17.272mm_ | Slate | 500ft 02F8942_ | 12585.49 
@ 5020/15C SLOO5 15 6.858mm | Slate 100 02F8858 892.34 18 AWG, 16 x 30AWG 
@ 5020/15C SLO02 15 6.858mm | Slate | 500 02F8859 | 2449.27 @ 5062C SLO05 2 5.842mm_| Slate | 100 86K7366 392.04 
© 5020/20C SLO05 20 762mm | Slate | 100 02F8860 | 1235.30 @ 5062/16 SLO05 2 5.842mm_ | Slate | 100 78M7424 392.04 
@ 5020/20C SLO02 20 7.62mm Slate 500! 02F8861 | 2931.61 @ 5062/1C SLO02 2 5.842mm Slate | 500 85K9810 | 1721.07 
@ 5020/20C SL001 20 7.62mm Slate | 1000% | 92F7491 | 4188.01 @ 5062C SLO02 2 5.842mm Slate 500 85K9811 1721.07 
@ 5020/25C SLOOS 25 8.382mm | Slate 100 88K1420 | 4529.93 @ 5062/1 SLO01 2 5.842mm_ | Slate | 1000 28B6963 | 1989.38 
@ 5020/25C SLO02 25 8.382mm | Slate 500 02F8863 | 6719.93 @ 5062C SLOO1 2 5.842mm Slate | 1000 92F7502_ | 1989.38 
@ 5020/25C SLO01 25 8.382mm | Slate | 1000f | 92F7492 | 6773.03 @ 5063C SLO05 3 6.096mm Slate 100 02F9103 498.85 
22 AWG, 7 x 30AWG @ 5063/1C SLO0S 3 6.096mm | Slate | 100 10M6424 498.85 
© 5002C SLO05 2 4.318mm | Slate | 100 02F8880 333.55 © 5063/10 SLO02 3 6.096mm_ | Slate | 500 27M2979 | 1401.33 
@ 5002C SLO02 2 4.318mm | Slate 500! 02F8881 | 4294.52 @ 5063C SLO02 3 6.096mm Slate | 500 27M2980_ | 1401.33 
@ 5002C SLO01 2 4.318mm | Slate | 1000 | 92F7485 | 4401.59 @ 5063/1 SLO01 3 6.096mm Slate | 1000 96F9140 | 2001.90 
@ 5003C SLO05S 3 4.572mm | Slate 100) 88K2167 314.32 @ 5063C SLO01 3 6.096mm Slate | 1000 92F7503 | 2001.90 
@ 5003C SLO02 3 4.572mm Slate 500) 88K1418 1374.00 @ 5064C SL005 4 6.604mm Slate 100 02F9105 591.39 
@ 5003C SLOO1 3 4572mm | Slate | 1000% | 92F7486 | 1392.69 @ 5064C SLO02 4 6.604mm_ | Slate | 500 02F9106 | 1428.24 
@ 5004C SLO05 4 4.826mm | Slate | 100 85K9797 391.53 © 5064C SLO01 4 6.604mm_| Slate | 1000 92F7504 | 2040.34 
@ 5004C SLO01 4 4.826mm | Slate | 1000 02F8886 | 1508.56 @ 5066C SLO05 6 7.874mm Slate 100 02F9107 921.81 
@ 5006C SLO05 6 5.588mm | Slate 100 88K1419 448.19 @ 5066C SLO02 6 7.874mm | Slate | 500 02F9108 =| 4049.03 
@ 5006C SL002 6 5.588mm Slate 500! 419H9947 1951.77 @ 5066C SL001 6 7.874mm Slate 1000: 92F7505 4183.36 
@ 5006C SLO01 6 5.588mm Slate 4000ft 92F7487 2204.57 @ 5068C SLO05 8 8.382mm Slate 100 88K1424 1105.75 
@ 5008C SLO05 8 6.096mm | Slate 100) 02F8889 584.40 @ 5068C SLO02 8 8.382mm Slate 500 02F9110 | 4854.52 
@ 5008C SL002 8 6.096mm | Slate | 500 02F8890 | 1792.93 © 5068C SLO01 8 8.382mm | Slate | 1000f | 92F7506 | 4964.78 
@ 5008C SLOO1 8 6.096mm | Slate | 1000 | 28B6901 | 2561.33 © 5070C SLO05 10 9.652mm_ | Slate | 100 02F9111_ | 1307.36 
@ 5010C SLO05 10 6.858mm | Slate 100 86K7364 669.79 @ 5070C SLO02 10 9.652mm_ | Slate | 500 02F9112_ | 3509.10 
@5010C SLO02 10 6.858mm Slate 5001 02F8892 2832.48 @ 5070C SL001 10 9.652mm Slate 1000) 92F7493 5013.00 
@ 5010/15C SLO05 15 7.62mm Slate 100) 85K9798 | 1025.97 @ 5070/15C SLO0S 15 10.922mm | Slate 100) 85K9813_ | 1739.06 
@ 5010/15C SLO02 15 7.62mm Slate 500! 02F8894 4512.41 @ 5070/15C SL002 15 10.922mm Slate 500 02F9114 8685.62 
@ 5010/15C SLOO1 15 7.62mm Slate | 1000 02F8895 | 4616.80 @ 5070/20C SLO0S 20 12.192mm | Slate | 100 02F9115 | 2223.90 
@ 5010C SLO01 18 6.9mm Slate | 1000! 92F7488 | 3093.30 © 5070/20C SLOO2 20 12.192mm_| Slate | 500 02F9116 | 7379.05 
@ 5010/20C SLO05 20 8.382mm | Slate | 100 02F8896 | 1474.87 © 5070/20C SL001 20 12.192mm_|_Slate_|_ 1000 92F7507__ | 10541.50 
@ 5010/20C SLO02 20 8.382mm | Slate 500i 02F8898 | 6502.51 @ 5070/25C SLO0S 25 13.716mm_|_ Slate 100 02F9117_| 2926.71 
@ 5010/25C SLO05 25 9.398mm | Slate 100) 27M2971 | 1558.09 @ 5070/25C SL002 25 13.716mm_ | Slate 500: 02F9118 =| 9156.99 
@ 5070/25C SLO01 25 13.716mm | Slate | 1000) 28B6965 | 13081.41 
> CONTINUED > > CONTINUED > 
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DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


XTRA-GUARD® 1 MULTICONDUCTOR, UNSHIELDED CABLE — 300V XTRA-GUARD® 1 MULTIPAIR SUPRA-SHIELD® CABLE (CONT.) 


(CONT.) Price per 
Price per No. of External Spool Spool 
No. of External Spool Spool Mfg. Part No. Pairs Diameter Color Size Stock No. 1-9+ 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-5+ 24 AWG, 7 x 32AWG 

18 AWG, 16 x 30AWG @ 5271C SL001 1 4.572mm Slate 1000ft 85K9833 2014.13 
@ 5070/30C SLO05 30 15.748mm Slate 100) 02F9119 3569.98 @ 5271C SL002 1 4.572mm Slate 500! 02F8055 1409.89 
@ 5070/30C SL002 30 15.748mm Slate 500: 02F9120 | 11772.48 @ 5271C SLO05 1 4.572mm Slate 1001 02F8054 522.29 
@ 5070/30C SLO01 30 15.748mm Slate 1000: 28B6966 | 14326.30 @ 5272C SLO01 2 6.096mm Slate 1000ft 92F7407 2663.77 
@ 5070/40C SLO05 40 17.526mm Slate 100) 02F9121 5003.01 @ 5272C SL002 2 6.096mm Slate 500: 02F8057 1864.64 
@ 5070/40C SL002 40 17.526mm Slate 500 02F9122 | 21281.89 @ 5272C SLO05 2 6.096mm Slate 1001 02F8056 677.23 
@ 5070/50C SLO05 50 19.304mm Slate 100 98F4333 6197.16 @ 5274C SL001 4 6.858mm Slate 1000ft 92F7409 5124.82 
@ 5070/50C SLO02 50 19.304mm Slate 500: 02F9124 | 17262.96 @ 5274C SLO05 4 6.858mm Slate 1001 02F8060 1022.64 
@ 5070/50C SLO01 50 19.304mm Slate 1000: 28B6968 | 24661.36 @ 5276C SL002 6 7.874mm Slate 500: 02F8065 5680.95 
@ 5070/60C SLO05 60 22.352mm Slate 100) 02F9125 7828.35 @ 5276C SLO05 6 7.874mm Slate 100) 85K9834 1288.50 
16 AWG, 19 x 0.297mm, (19 x 0.0117”) @ 5279/15C SLO02 15 10.922mm Slate 500 02F8071 11671.50 
@ 5072C SLO05 2 6.35mm Slate 100) 02F9135 498.85 @ 5279/15C SLO05S 15 10.922mm Slate 100) 85K9835 2349.63 
@ 5072/1C SLO05 2 6.35mm Slate 100) 88K1425 498.85 22 AWG, 7 x 30AWG 

@ 5072C SL002 2 6.35mm Slate 500 02F9136 1361.08 @5121C SL001 1 5.08mm Slate 1000! 92F7454 2696.50 
@ 5072/1C SLO02 2 6.35mm Slate 500: 28B6971 1361.08 @ 5121C SLO05 1 5.08mm Slate 1001 02F8082 571.32 
@ 5072C SL001 2 6.35mm Slate 1000: 92F7508 1944.40 @ 5122C SL001 2 6.604mm Slate 1000ft 92F7455 3306.92 
@ 5072/1C SLO01 2 6.35mm Slate 1000: 28B6970 1944.40 @ 5122C SL002 2 6.604mm Slate 500! 02F8085 3147.80 
@ 5073/1C SLO05 3 6.604mm Slate 100) 28B6975 662.25 @ 5122C SLO05 2 6.604mm Slate 1001 02F8084 713.79 
@ 5073C SLO0S 3 6.604mm Slate 100 02F9137 662.25 @ 5123C SLO01 3 6.858mm Slate 1000ft 92F7456 3885.09 
@ 5073C SLO002 3 6.604mm Slate 500: 02F9138 2914.29 @ 5123C SL002 3 6.858mm Slate 500: 02F8087 2719.56 
@ 5073C SL001 3 6.604mm Slate 1000: 92F7509 3169.51 @ 5123C SLO05 3 6.858mm Slate 100 02F8086 961.43 
@ 5073/1C SLO01 3 6.604mm Slate 1000: 28B6973 3169.51 @5124C SL001 4 7.62mm Slate 1000ft 92F7457 4432.14 
@ 5074C SLO05 4 7.366mm Slate 100) 02F9139 830.27 @ 5124C SL002 4 7.62mm Slate 5001 02F8089 3102.50 
@ 5074C SLO02 4 7.366mm Slate 500 02F9140 3630.09 @ 5124C SL005 4 7.62mm Slate 100: 02F8088 1107.52 
@ 5074C SL001 4 7.366mm Slate 1000: 92F7510 4253.36 @ 5126C SL001 6 8.636mm Slate 1000} 13€2051 6498.79 
@ 5076C SLO05 6 8.636mm Slate 100) 27M2982 1181.96 @ 5126C SL002 6 8.636mm Slate 500: 02F7849 4549.15 
@ 5076C SL002 6 8.636mm Slate 500: 03F3294 3378.32 @ 5126C SLO05 6 8.636mm Slate 100) 02F7848 1501.44 
@ 5076C SL001 6 8.636mm Slate 1000: 92F7511 4826.17 @ 5129C SLO01 9 10.16mm Slate 1000: 92F7458 7982.44 
@ 5078C SLO05 8 9.398mm Slate 100) 02F9142 1401.96 @ 5129C SL002 9 10.16mm Slate 5001 03F3270 5587.71 
@ 5078C SL002 8 9.398mm Slate 500 02F9143 4084.96 @ 5129C SL005 9 10.16mm Slate 1001 02F7850 1768.63 
@ 5078C SL001 8 9.398mm Slate 1000: 92F7497 5835.65 @ 5129/15C SLO01 15 12.192mm Slate 1000: 13C€2053 | 13432.23 
@ 5080C SLO05 10 10.922mm Slate 100) 02F9144 1930.11 @ 5129/15C SLO02 15 12.192mm Slate 500 02F7854 9402.56 
@ 5080C SL002 10 10.922mm Slate 500 02F9145 5768.75 @ 5129/15C SLO05 15 12.192mm Slate 100) 02F7853 2817.48 
@ 5080C SL001 10 10.922mm Slate 1000: 92F7512 8241.07 @ 5129/27C SLO01 27 16.256mm Slate 1000: 132055 | 20437.36 
@ 5080/15C SLO05 15 12.446mm Slate 1001 02F9146 2402.83 @ 5129/27C SLO02 27 16.256mm Slate 500 02F7858 14306.16 
@ 5080/15C SLO01 15 12.446mm Slate 1000: 92F7513 | 11781.09 @ 5129/27C SLO05 27 16.256mm Slate 100) 88K1435 4998.58 
@ 5080/20C SLO05 20 13.97mm Slate 1001 02F9148 3441.34 PIM_6106 

@ 5080/20C SL002 20 13.97mm Slate 500 02F9149 | 14632.48 

@ 5080/20C SLO01 20 13.97mm Slate | 1000) 28B6977 | 16695.26 XTRA-GUARD® 1 MULTIPAIR, FOIL- RoHS | 

@ 5080/25C SLO05 25 16.764mm | Slate | 100 02F9150 | 4310.08 SHIELDED CABLE SeBiornian @) AlphaWire 
@ 5080/30C SLOO5 30 17.526mm | Slate | 100 02F9152 | 5112.54 Extreme Performance in Critical, High- ay 
@ 5080/30C SLOO2 30 17.526mm Slate 500 02F9153 | 21749.02 Technology Electronic Signal Applications 

@ 5080/30C SLO01 30 17.526mm Slate 1000: 28B6979 | 23008.39 @ Aw 
@ 5080/40C SLO05 40 19.812mm Slate 100) 02F9154 7489.78 — 

@ 5080/40C SLOO2 40 19.812mm_|_ Slate 500 02F9155__ | 22024.99 Extreme Performance Benefits: © Medical electronics @ C € 
@ 5080/50C SLOO5 50 23.368mm Slate 100 02F9156 9277.39 e Unique premium-grade PVC insulation and jacket  @ Point-of-sale equipment 

© 5080/50 SL002 so [236mm |Site | Soon [ORFS [are et aimce  shaatarorconas «=| @ 
PIM_6102 reduce installation/connectorization time and cost +~© XTRA-GUARD® 1 Specifications: 


XTRA-GUARD® 1 MULTIPAIR 
SUPRA-SHIELD® CABLE 


Extreme Performance in Critical, High- 


RoHS 
Compliant 
Available 


GZ) AlphaWire 


Cables you trust. Service you deserve, 


@ Resistance to most oils per UL Oil Res and 
Class 43 

© Ultraviolet stabilized, all colors 

© Resistance to ambient temperatures up to 105°C 

XTRA-GUARD® 1 Applications: 


EMI Noise 


@ ULAWM Style 2464 overall; UL 
AWM Style 10002 conductors (24, f° 
22 AWG); UL AWM Style 1569 
conductors (20, 18 AWG) 

© CSACMG FT4 

Passes UL VW-1 and CSA FT4 Flame Tests 


a. 


Ultraviolet Light 


Technology Electronic Signal Applications © EIARS 232C Interface (24, 22 AWG) 


. @ High-technology applications in controlled @ UL listed, CSA certified, CE compliant 
@) Al environments 
a Stranded tinned copper conductors and color-coded premium PVC insulation. Aluminum/polyester foil shield 
G C € facing in with stranded tinned copper drain wire. Voltage rating: 300V. Operating temperature: -30°C to 105°C. 
Extreme Performance Benefits: © High-technology applications in CM and CMG, -30°C to 80°C AWM 2464. Slate premium PVC jacket; other colors available; go online or call. 
@ Unique premium-grade PVC insulation and jacket cokalied States ® ATR FIT®-221 and FIT®-321 irradiated polyolefin heat-shrink tubing is recommended; order separately online. Sold 
provides easier routing of cable in tight spaces © Point-of-sale equipment vw-t iy insponl sizes indicatsd)in table below: 
@ Fast, easy stripping of insulation and jacket to © Computer peripherals emia Price per 
reduce installation/connectorization time and cost @ Industrial process controls i No. of External Spool Spool 
© Resistance to most oils per UL Oil Res and XTRA-GUARD® 1 Specifications: Mfg. Part No. Pairs Diameter Color Size Stock No. 4-9+ 
Class 43 @ ULAWM Style 2464 overall; UL 24 AWG. 7 x 32AWG 
© Resistance to ambient temperatures up to 105°C AWM Style 10002 conductors (24, Uttraviolet Light pt X 
(221°F) 22 AWG); UL AWM Style 1569 @ 5491C SLO01 1 4.064mm Slate 1000ft 13C2143 1444.46 
e ess ley all ine ‘i cet a ie ene) @ 5491C SLO02 1 4.064mm Slate 500ft 03F2833 1145.94 
© Extreme performance agains! wi ° 
Supra-Shield® high-performance shielding system © Passes UL VW-1 and CSA FT4 Flame Tests @ 5491C SLO0S 1 4.064mm Slate ‘ooft 85K9863 352.78 
XTRA-GUARD® 1 Applications: @ ULlisted, CSA certified, CE compliant @ 5492C SLO01 2 §.588mm Slate 1000ft 98F8074 1854.74 
© EIARS 232C Interface (24, 22 AWG) @ 5492C SLO05 2 5.588mm Slate 100ft 03F2834 455.93 
Stranded tinned copper conductors and color-coded premium PVC insulation. Supra-Shield® aluminum/ @ 5493C SLO01 3 5.842mm Slate 1000ft 1302144 2163.61 
polyester/aluminum foil shielding with stranded tinned copper drain wire plus 70% overall tinned-copper braid. 
Voltage rating: 300V. Operating temperature: -30°C to 105°C CM and CMG, -30°C to 80°C AWM 2464, Slate  _@ 5493C SLO02 3 5.842mm Slate 500ft 03F2837__|_ 1514.53 
premium PVC jacket; other colors available; go online or call. FIT@-221 and FIT®-321 irradiated polyolefin heat- @ 5493C SLO05 3 5.842mm Slate 100ft 03F2836 551.75 
shrink tubing is recommended; order separately online or call. Sold in spool sizes indicated below. @ 5494 SLO02 4 635mm Slate 500ft 03F2839 1649.56 
> CONTINUED > > CONTINUED > 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


WIRE & CABLE 


ATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


XTRA-GUARD® 1 MULTIPAIR, FOIL-SHIELDED CABLE (CONT.) XTRA-GUARD® CONTINUOUS FLEX CONTROL CABLE — SHIELDED 
Price per (CONT.) 7 
No. of External Spool Spool AY @ 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-9+ 
24 AWG, 7 x 32AWG C € 
@ 5494C SL005 4 6.35mm Slate 100 03F2838 661.43 
@ 5495C SLOO1 5 6.858mm Slate | 1000 13€2145 | 3216.07 midis besbaletteed : sca bt pace : cris nhinree ») 
esussosuiez | 8 | sasorm | Se [som [eraser | aostas, youu ContnuoussoingarSendngrixing = ealaiincatero WY 
@ 5495C SLOOS 5 6.858mm Slate 100 7309602 756.88 © Assembly Lines 
eens 8__{ 728mm | sae_| 100th eC malofon and jacket wih ovell © Malefl Handing Equipment & 
@ 5496C SL002 8 7.366mm Slate 500 03F2843 3882.69 cable design for installation in C-track or extreme | XTRA-GUARD® Continuous Flex chonicas'Finis 
@ 5496C SL005 6 7.366mm Slate 100 27M3021 920.33 flexing applications up to 14 million flex life cycles Control Cable Specifications: 
@ 5499C SLO001 9 8.636mm Slate 1000 4302150 5097.80 © Outstanding service life in heavy-duty, high-speed + @ Bend radius: 8X cable diameter AT 
cable track applications (static and dynamic) WV 
@ 5499C SLO0S 9 8.636mm Slate 100 03F2844 1314.53 © Unique premium-grade PVC insulation and jacket © @ ULAWM Style 2587 EMI Noise 
@ 5499/11C SLO01 11 9.144mm Slate 1000: 1302146 6559.16 provides easier routing of cable in tight spaces @ CSAAWM I/Il A/B FT1 ; PN 
@ 5499/11C SLO02 1 9.144mm Slate 500) 03F 2847 4591.44 e ati, oil, solvent, chemical and fuel e beet ig VDE 0472, Section 
@ 5499/11C SLOO5 1" 9.144mm Slate 100 03F2846 1385.99 © Perfectly round geometry helps provide a © Passes MIL-C-13777G Flex Abrasion 
@ 5499/15C SLOO1 15 10.414mm Slate 1000! 1302147 | 7214.46 liquid-tight installation per IP-67 or NEMA 6 Life Test ; ean, 
@ 5499/19C SLO02 19 10.922mm Slate 500 03F2851 7513.84 Applications: © UL recognized, CSA certified, CE compliant 
@ 5499/19C SLO05 19 10.922mm Slate 1001 03F2850 2315.66 © Where continuous flexing is required 
@ 5499/27C SL001 27 13.208mm Slate 1000 1302149 | 11771.85 Super-finely stranded bare copper conductors, lubricated PVC insulation, tinned copper braid shield (85% 
@ 7c sua [_—27—| atten [S[k an i a a ie 
22 AWG, 7 x 30AWG separately online or call. Other wire gauge sizes are available; go online or call. Sold in spool sizes indicated 
© 5481C SLOO1 1 4.318mm Slate | 1000 92F7471 | 1606.31 in table below. 
@ 5481C SL002 1 4.318mm Slate 500! 03F2861 1549.14 Price per 
@ 5481C SLO05 1 4.318mm Slate 100 27M3017 361.17 No. of External Spool Spool 
@ 5482C SLO01 2 6.096mm Slate 1000 03F2864 1831.72 Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ 
© 54820 SLOO2 2 6.096mm | Slate | 500 03F2863 | 1453.16 20 AWG, 65 x SBAWG 
@ 5482C SLO05 2 6.096mm Slate 100 27M3018 498.38 @ 85003CY BK005 3 8.966mm Black 1001 91F2595 778.96 
eS 5ssC S107 3 ae See | 74000 SOFTARON I NSSTGSA @ 85003CY BKO01 3 8.966mm | Black | 1000% | 91F2593 | 3713.61 
@ 5483C SLO02 3 635mm Slate 500. 03F2866 1547.18 @ 85004CY BK005 4 9.5mm Black 100 91F2601 1047.50 
© 5483C SLO05 3 6.35mm Slate | 100 88K1450 | 582.75 © SUC BKOU2 a Seoimmi | “Black | - 600 91F2600 | 3638.67 
© 5484C SLOO1 4 6858mm | Slate | 1ooot | 98F6281 | 2637.32 Ses VENO : 95mm | Black | 1000 _|ESMn2SS0Ra RAS SIG 
@ 5484C SLO02 ri 6.858mm Slate 500 03F2868 1846.12 @ 85005CY BKO05 5 10.566mm Black 100) 91F2607 1136.93 
@ 5484C SLOO5 4 6.858mm Slate 100 03F2867 696.12 @ 85005CY BK002 5 10.566mm Black 500 91F2606 3840.70 
@ 5485C SLO01 5 762mm Slate 1000 03F2871 3379.93 @ 85007CY BK005 7 11.963mm Black 100ft 91F2613 1229.90 
SAREE SLG0? 5 76am Slate 500 03F2870 | 2365.95 @ 85007CY BKO02 7 11.963mm | Black | 500 91F2612 | 4154.70 
e5185C since 5 76mm Slate ion caRaaGa T5553 @ 85007CY BKO01 7 11.963mm | Black | 1000 91F2611 | 5862.78 
@ 5486C SLO01 6 8.128mm Slate 1000 92F7483 3804.69 @ 85010CY BKO05 10 13.995mm Black 100) 91F2616 1351.09 
@ 5486C SLOO5 6 8.128mm Slate 700 03F2872 967.03 @ 85010CY BK002 10 13.995mm Black 5001 91F2615 5172.81 
@ 5489C SLO01 9 9.398mm Slate 7000 03F3266 5738.33 @ 85010CY BK001 10 13.995mm Black 1000: 91F2614 7299.37 
@ 5489C SLOO2 9 9.398mm Slate 500! 03F2875 4016.83 @ 85012CY BKO05 12 14.402mm Black 100) 91F2622 1529.25 
@ 5489C SL005 9 9.398mm Slate 100 03F2874 1484.56 @ 85012CY BKO001 12 14.402mm Black 1000: 91F2620 8262.03 
@ 5489/11C SLO01 11 10.16mm | Slate | 1000 1302141 | 6897.47 UE ue A6:comnin 3). BIaGk= |i 200 O1F2628 | 8134.52 
© 5489/11C SLOOS 1 701mm | Slate | toot | 27M3019 | 1575.81 SB SSUIEE VERO! uy 16.713mm_| Black | 100% |BeeIn25200i ihidiisias 
20 AWG, 7 x 22AWG 18 AWG, 105 x 38AWG 
@ 5452C SLOO1 2 762mm Slate 1000 1302136 257671 @ 85803CY BK005 3 9.474mm Black 1001 85K9950 753.20 
@ 5452 SLO02 2 762mm Slate 500 2207751 2215.80 @ 85803CY BKO02 3 9.474mm Black 500: 91F2700 2544.27 
@ 5452C SLO05 2 7.62mm Slate 700 88F3954 533.78 @ 85804CY BK005 4 10.338mm Black 100) 91F2704 1135.00 
@ 5453C SLOO1 3 8.128mm Slate 1000! 03F2892 2970.36 @ 85804CY BK002 4 10.338mm Black 500 91F2706 3834.09 
© 5453C SL002 3 8.128mm | Slate | 500 03F2891 | 2079.26 SAME ERO a 10.338mm | Black | 1000 | ERSSMEZUUSEs iisex108sg 
© 5453C SLOOS 3 8.128mm | Slate | 100 03F2890 | 748.39 SeSHOSE EAS 8 “.2rémm_| Black | 100 _|RiaSNE2i1Os eae 
© 5456C SL001 6 10.66amm | Slate | 1000n | 9380524 | 5528.42 @:s5005G1 BKOU? : “1.278mm | Black | S00 |RaSsReii2es citer 
@ 5456C SLO02 6 10.668mm Slate 500. 03F3434 3869.89 @ 85805CY BK001 5 11.278mm Black 1000: 91F2711 6089.51 
@ 5456C SLO05 6 10.668mm Slate 100 88K1448 1261.89 @ 85807CY BKO05 7 13.208mm Black 100) 91F2716 1378.10 
@ 5459C SLO01 9 12.446mm Slate 1000 1302139 9844.28 @ 85807CY BKO001 7 13.208mm Black 1000: 91F2717 6569.37 
© 5459C SLO02 9 12.446mm | Slate | 500 03F2895 | 8271.35 Aci us ue ‘5.a75mm_| Black | 100ft [RROBHAUIVS aia 
© 5459C SL005 9 12.446mm | Slate | 100 03F2894 | 1664.55 pies Ze BRON I foeromim. | “Black |: “500 et2i2359 |ee4gie6 
@ 5459/12C SLOO1 12 13.97mm | Slate | 1000 1302137 | 10745.28 SSSUISCVIBRODS ik 7.sesmin.| “Black” |'*-100 91F2733_| 2433.77 
@ 5459/12C SLOO2 12 13.97mm Slate 500. 03F2897 7521.70 @ 85818CY BK002 18 17.983mm Black 500 91F2732 9317.86 
@ 5459/12C SLO05 2 13.97mm Slate 100 03F2896 2161.33 @ 85818CY BKO001 18 17.983mm Black 1000: 91F2731 |13148.81 
© 5459/19C SLOO1 19 | 17526mm | Slate | 1000 | 13¢2138 | 15060.56 16 AWG, 168 x 38AWG 
© 5459/19C SLO05 19_| 17526mm | Slate | 100 03F2900 | 3540.18 @ 60008CY/BKOND i 10.719mm_| Black | 100 |RSMb2GSSaa te Or2i 
PiMBIG? @ 85603CY BKO01 3 10.719mm | Black | 1000t | 91F2654 | 4005.13 
- @ 85604CY BK005 4 11.709mm Black 1001 91F2659 1176.12 
@ 85604CY BK002 4 11.709mm Black 500: 91F2661 3972.93 
Ce tie eae 7 LEX Epa Al h Wi @ 85604CY BK001 4 11.709mm Black 1000ft 91F2660 5606.33 
PNAVVITE — “e sss0scy BKO0S 5 127mm | Black | 100 91F2665 | 1205.12 
i a ci @ 85605CY BK002 5 12.7mm Black 500 91F2667 4071.10 
@ 85605CY BK001 5 12.7mm Black 1000! 91F2666 5744.77 
@ 85607CY BK002 i 15.215mm Black 500: 91F2673 5145.57 
@ 85607CY BK001 7 15.215mm Black 1000: 91F2672 7260.95 
@ 85612CY BKO05 12 17.831mm Black 100) 91F2677 1983.11 
@ 85612CY BK002 12 17.831mm Black 500: 91F2679 7592.44 
@ 85612CY BK001 12 17.831mm Black 1000: 91F2678 |10713.97 
> CONTINUED > > CONTINUED > 
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DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


XTRA-GUARD® CONTINUOUS FLEX CONTROL CABLE — SHIELDED XTRA-GUARD® CONTINUOUS FLEX CONTROL CABLE — UNSHIELDED 


(CONT.) (CONT.) 
Price per Price per 
No. of External Spool Spool No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
16 AWG, 168 x 38AWG 18 AWG, 105 x 38AWG 
@ 85618CY BK005 18 20.244mm Black 100: 91F2683 2827.65 @ 85815 BK005 15 14.046mm Black 100ft 91F2727 1473.45 
@ 85618CY BK002 18 20.244mm Black 500: 91F2685 | 10825.85 @ 85815 BK002 15 14.046mm Black 500ft 91F2726 4977.59 
@ 85618CY BK001 18 20.244mm Black 1000: 91F2684 | 13013.32 @ 85815 BK001 15 14.046mm Black 1000: 91F2725 7024.02 
14 AWG, 266 x 38AWG @ 85818 BK005 18 14.808mm Black 100 88K1498 1431.62 
@ 85404CY BK005 4 13.665mm Black 100 91F2641 1359.11 @ 85825 BK005 25 18.339mm Black 100ft 85K9951 1996.25 
@ 85404CY BK002 4 13.665mm Black 500: 91F2643 4591.24 @ 85825 BK001 25 18.339mm Black 1000: 91F2734 | 10784.61 
@ 85404CY BK001 4 13.665mm Black 1000: 91F2642 6478.82 @ 85834 BK005 34 20.295mm Black 100! 91F2742 2582.26 
@ 85407CY BK005 7 17.47mm Black 100 91F2647 1669.55 @ 85834 BK002 34 20.295mm Black 5001 91F2741 9886.33 
@ 85407CY BK001 7 17.17mm Black 1000: 91F2648 9020.15 @ 85834 BK001 34 20.295mm Black 1000: 91F2740 | 11884.03 
PIM_89680 16 AWG, 168 x 38AWG 
@ 85603 BK005 3 8.255mm Black 100! 91F2650 525.14 
XTRA-GUARD® CONTINUOUS FLEX SB ; @ 85603 BK002 3 8.255mm Black 5001 91F2652 1773.92 
/ompliant . 
CONTROL CABLE — UNSHIELDED Available @) Al p h aWire  _©85603 Bkoo1 3 8.255mm | Black | 1000 91F2651 | 2503.33 
Cables you trust. Service you deserve. @ 85604 BK005 4 8.992mm Black 100ft 91F2656 735.06 
- @ 85605 BK005 5 9.83mm Black 100! 91F2662 753.22 
AY G @ 85605 BK002 5 9.83mm Black 5001 91F2664 2544.42 
@ 85605 BK001 5 9.83mm Black 1000: 91F2663 3590.42 
C € @ 85607 BK005 7 11.582mm Black 100: 91F2668 952.02 
Extreme Performance in Single Axis, High-to-Se-  @ Robotics @ 85607 BKO02 7 11.582mm Black 500 91F2670 3215.95 
vere Duty, Continuous Rolling or Bending Flexing @ Installation in Cable Track 6 @ 85612 BKOO5 12 14.402mm Black 100 91F2674 1404.73 
Environments Up to 14 Million Flex Life Cycles © Data Processing Equipment 
© Assembly Lines Flexing @ 85612 BKO02 12 14.402mm Black 500! 91F2676 4745.28 
Extreme Performance Benefits: @ Automation Equipment GY @ 85612 BKO01 12 14.402mm Black 1000 91F2675 6696.15 
@ Flexible PVC insulation and jacket with overall @ Material Handling Equipment 18 16.815 Black 100 91F2680 
cable design for installation in C-track or extreme | XTRA-GUARD® Continuous Flex wy Se SGIS EKO aA ae woes 
lexing applications up to 14 million flex-life cycles Control Cable Specifications: Abrasion @ 85625 BKO0S 25 21.158mm Black 100 91F2686 | 2477.48 
© Outstanding service life in heavy-duty, high-speed  @ Bend radius: 8X cable diameter @ 85625 BK002 25 21.158mm Black 500) 91F2688 9485.07 
cable track applications (static and dynamic) 
@ Unique premium-grade PVC insulation and jacket © ULAWM Style 2587 Oil, sovents, we sse25 BK 2 21.-158mnm Black _ 91F2687_| 13384.59 
provides easier routing of cable in tight spaces © CSAAWMIA/B II A/B FT1 Chemicals Fe @ 85634 BKO0S 34 23.47mm Black 100ft 91F2692_ | 3217.27 
© Outstanding oil, solvent, chemical and fuel © Jacket meets VDE 0472, Section @ 85634 BK002 34 23.47mm Black 5001 91F2694 12317.54 
resistance 803 Oil Test 
@ Perfectly round geometry helps provide a @ Passes MIL-C-13777G Flex Life Test © 85654 BKO01 i) eset Black tom S1F2693 | 14806.53 
iquid-tight installation per IP-67 or NEMA 6 © CELVD 73/23/EEC modified by Directive CD 14 AWG, 266 x 38AWG 
XTRA-GUARD® Continuous Flex Control Cable 93/68/EEC @ 85404 BKO05 4 10.795mm Black 100 91F2638 849.42 
Applications: @ UL recognized, CSA certified, CE compliant 
@ Where continuous flexing is required @ 85404 BK002 4 10.795mm Black 500ft 91F2640 2869.54 
Super-finely stranded bare copper conductors, lubricated PVC insulation and black, oil-resistant PVC jacket. © 85407 BK005 ll 14.503mm Black 100f eaez07 1182.61 
Voltage rating: 600V. Operating temperature: -5°C to 90°C (flexing), -40°C to 90°C (stationary) . FIT®-FLEX @ 85407 BK002 ti 14.503mm Black 500ft 91F 2646 3995.05 
and FIT®-650 heat-shrink tubing is recommended; order separately online or call. Other wire gauge sizes are PIM_17528 
available; go online or call. Sold in spool sizes indicated in table below. 
Price per 
No. of External Spool Spel XTRA-GUARD® CONTINUOUS FLEX, Hae ae : 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ MULTICONDUCTOR DATA CABLE — Available Al phaWi re 
20 AWG, 65 x 38AWG SHIELDED carpi Srey 
Extreme Performance in Single Axis, High-Flex, 
Sms Bn 3 eam auc _ S1k2592 Soe Continuous Rolling or Bending Flexing Environments 
@ 85003 BK002 3 6.756mm Black 500ft 91F2591 1548.08 é 
@ 85004 BK005 4 7.29mm Black 100ft 91F2598 616.16 @) AY 
@ 85004 BK002 4 7.29mm Black 5008 91F2597 2081.60 
@ 85004 BK001 4 7.29mm Black 1000: 91F2596 2937.27 @ C € 
5 8.103 Black 500 91F2603 Extreme Performance Benefits: ® Connecting sensors and actuators 
SESNSEROUZ ~ a een @ Flexible PVC insulation and jacket with overall ca- to controllers 
© 85005 BK001 5 8.103mm Black 1000 91F2602 | 3188.01 ble design for installation in C-track or high flexing © © Sensor and I/O interconnects 
@ 85007 BK005 7 9.347mm Black 1001 91F2610 723.49 applications up to 6 million flex life cycles XTRA-GUARD® Continuous Flexing 
© 85007 BK002 7 9.347mm Black 500 91F2609 2443.98 @ Unique premium-grade PVC insulation and jacket Flex, Multiconductor Data Cable 
- - provides easier routing of cable in tight spaces Specifications: 
@ 85012 BKO0S 12 11.532mm Black 100 06M4008 | 1019.49 © Outstanding oil, solvent, chemical and fuel © Bend radius: 8X cable diameter 
© 85018 BK005 18 13.589mm | Black 100 91F2623 | 1416.46 resistance (static and dynamic) cheat Piis 
@ Perfectly round geometry helps provide a @ UL Type CM, UL AWM Style 2661 - 
SNUG EMO 18 13.589mm_| Black | 1000 _|RRIR2E2S aa Ga2Ee liquid-tight installation per IP-67 or NEMA 6 @ CSAAWMIABIIABFT4,CSA a 
@ 85025 BKO0S 25 16.916mm | Black 100 o6m4009 | 1711.92 © Superior performance against EMI/RFI Type CMG 
@ 85025 BK002 25 16.916mm Black 500! 91F2631 6554.29 XTRA-GUARD® Continuous Flex, Multiconductor © CELVD 73/23/EEC modified by _uttraviotet Light 
Data Cable Applications: Directive CD 93/68/EEC 
@ 85025 BKO01 25 Je.gi6mm Black 1000 HAY 250008 ® Industrial electronic processing equipment @ UL listed, CSA certified, CE AT 
@ 85034 BKO05 34 18.618mm Black 100) 91F2635 2205.86 @ DataComm connections compliant yy 
@ 85034 BK001 34 18.618mm Black 1000: 91F2636 |11917.36 EMI Noise 
18 AWG, 105 x 38AWG Super finely stranded tinned copper conductors, lubricated semi-rigid PVC insulation and slate, oil-resistant PVC 
jacket. Foil shield with 90% tinned copper serve and 7 x 34 stranded tinned copper drain wire. Voltage rating: 
© 85803 BKO05 3 7.264mm_ | Black | 100% | 91F2695 | 480.43 300V. Operating temperature: +5°C to 105°C (flexing), -10°C to 105°C (stationary) . FIT@-FLEX and FIT@-650 
@ 85803 BK002 3 7.264mm Black 500ft 91F2697 | 1622.93 heat-shrink tubing is recommended; order separately online or call. Also available in an unshielded version; go 
@ 85803 BK001 3 7.264mm Black 1000 91F2696 2290.17 online or call. Sold in spool sizes indicated in table below. 
@ 85804 BK005 4 7.874mm Black 100ft 91F2701 667.65 Price per 
@ 85804 BK002 4 7.874mm Black | 500f 91F2703 | 2255.34 No. of External Spool |__Spool__ 
@ 85804 BKOO1 4 7.874mm Black 1000 91F2702 3182.66 Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
@ 85805 BK005 5 8.56mm Black 1001 91F2707 751.40 28 AWG, 7 x 36AWG 
© 85807 BKOO5 7 10.338mm Black 100 91F2713 810.65 @ 86002CY SLO05 2 4.699mm Slate 100ft 95B5157 273.01 
© 85807 BKO02 7 10.338mm Black 500} 91F2715 2738.51 @ 86002CY SL001 2 4.699mm Slate 1000ft 95B5155 1163.22 
© 85807 BKO001 7 10.338mm | Black | 100on | 91F2714 | 3864.37 Ae 4826mm | Slate | 100ft | RUSRSUSER | MEOZDRIE 
@ 85812 BKOO5 12 12.751mm Black 100 01F2721 1156.87 @ 86003CY SL002 3 4.826mm Slate 500ft 95B5159 981.75 
© 85812 BKOO2 12 12.751mm Black 500 91F2720 3908.04 @ 86003CY SL001 3 4.826mm Slate 1000ft 95B5158 1385.40 
@ 86004CY SL005 4 5.08mm Slate 100ft 88K2214 364.49 
> CONTINUED > > CONTINUED > 
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XTRA-GUARD® CONTINUOUS FLEX, MULTICONDUCTOR DATA CABLE — 
SHIELDED (CONT.) 


WIRE & CABLE 


DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


XTRA-GUARD® CONTINUOUS FLEX, MULTICONDUCTOR DATA CABLE — 


SHIELDED (CONT.) 


Price per Price per 
No. of External Spool Spool No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
28 AWG, 7 x 36AWG 22 AWG, 19 x 34AWG 
@ 86004CY SLO002 4 5.08mm Slate 500 95B5162 1100.50 @ 86304CY SL001 4 5.969mm Slate 1000! 95B5233 1814.15 
@ 86004CY SL001 4 5.08mm Slate 1000: 95B5161 1370.20 @ 86305CY SLO05 5 6.325mm Slate 100 064012 441.08 
@ 86005CY SLO05 5 5.334mm Slate 100) 88K1499 335.16 @ 86305CY SLO02 5 6.325mm Slate 500 95B5237 1490.02 
@ 86005CY SL001 5 5.334mm Slate 1000: 95B5164 1597.81 @ 86305CY SL001 5 6.325mm Slate 1000: 95B5236 2102.73 
@ 86007CY SLO05 7 5.66mm Slate 100! 95B5169 408.82 @ 86307CY SLO05 7 7.214mm Slate 100 95B5241 623.27 
@ 86007CY SL001 ri 5.66mm Slate 1000: 95B5167 1948.75 @ 86307CY SLO01 7 7.214mm Slate 1000: 95B5239 2971.13 
@ 86012CY SLO05 12 7.239mm Slate 100) 95B5172 667.50 @ 86312CY SLO05 12 8.992mm Slate 100) 95B5244 931.02 
@ 86012CY SL002 12 7.239mm Slate 500: 95B5171 2254.84 @ 86312CY SL002 12 8.992mm Slate 500 95B5243 3145.15 
@ 86018CY SLO05 18 7.366mm Slate 100! 88K2215 1025.90 @ 86312CY SL001 12 8.992mm Slate 1000 95B5242 4438.26 
@ 86025CY SLO05 25 8.458mm Slate 100) 86K7951 1172.42 @ 86318CY SLO05 18 9.423mm Slate 100 95B5247 567.78 
@ 86025CY SL002 25 8.458mm Slate 500 95B5177 3960.65 @ 86318CY SL002 18 9.423mm Slate 500 95B5246 4320.90 
@ 86025CY SL001 25 8.458mm Slate 1000 95B5176 5589.02 @ 86318CY SLO01 18 9.423mm Slate 1000: 95B5245 6097.35 
26 AWG, 7 x 34AWG @ 86325CY SLO05 25 10.77mm Slate 100) 95B5250 1509.26 
@ 86102CY SLO05 2 4.826mm Slate 100) 95B5181 302.61 @ 86325CY SLO01 25 10.77mm Slate 1000: 95B5248 7194.67 
@ 86102CY SL002 2 4.826mm Slate 500: 95B5180 913.62 PIM_51873 
@ 86102CY SL001 2 4.826mm Slate 1000: 95B5179 1289.14 
@ 86103CY SLO05 3 4.978mm Slate 100) 95B5184 357.65 XTRA-GUARD® CONTINUOUS FLEX, RoHS 
© 86103CY SLO02 3 4978mm | Slate | Soot | 9565183 | 1079.94 MULTIPAIR DATA CABLE flee, &) AlphaWire 
@ 86103CY SLO01 3 4.978mm Slate | 1000 95B5182_ | 1524.01 Extreme Performance in Single Axis, High- ‘Ipr seabapaidean 
@ 86104CY SLO05 4 5.232mm | Slate | 100 95B5187 | 329.64 Flex, Continuous Rolling or Bending Flexing 
@ 86104CY SL002 4 5.232mm | Slate | 500 9585186 | 1235.10 Environments , ; 
© 86104CY SLOO1 4 5.232mm | Slate | 1000t | 9585185 | 1537.91 ee @) A 
@ 86105CY SLO05 5 §.588mm Slate 100) 86K7952 372.50 SS 
@ 86105CY SL002 5 5.588mm Slate 500! 95B5189 1426.09 ‘ + @ C € 
Extreme Performance Benefits: @ Connecting sensors and actuators 
@ 86105CY SLO01 5 5.588mm Slate | 1000 95B5188 | 1775.66 © Flexible PVC insulation and jacket with overall ca- to controllers 
@ 86107CY SLO05 v4 6.02mm Slate 100 88K2216 463.91 ble design for installation in C-track or high flexing XTRA-GUARD® Continuous ») 
e srorcysiom [| “éanm | Sao | soot|oeastoa [serie spicatensuptoSnilan texters | Flt Muti DetaCableSpoc. 72 
@ 86107CY SLO01 7 6.02mm Slate 1000 95B5191 | 2211.46 provides easier routing of cable in tight spaces © Bend radius: 10X cable diameter 
@ 86112CY SLO05 12 7.62mm Slate 1001 95B5196 750.61 e Outstanding oil, solvent, chemical and fuel (static); 15x cable diameter 
@ B6112CY SLON2 Ae cea Slate 500 9585195 _| 2535.56 e Pe wild geometry helps provide a e Cok ULAWNM Style 2661 chic 
@ 86112CY SLO01 12 7.62mm Slate | 10001 95B5194 | 3577.92 liquid-tight installation per IP-67 or NEMA 6 ® CSAAWMIAIBIIAIBFT4,CSA —.¢* 
@ 86118CY SLO0S 18 7.798mm | Slate | 100 95B5199 | 1098.91 © Superior performance against EMI/RFI Type CMG ; 
@ 86118CY SLOO1 18 7.798mm | Slate | 1000 95B5197 | 5238.30 pair eaten ee Flex, Multipalr Data. “¢ ele estar a OY newnet it 
@ 86125CY SLO0S 25 9.093mm_ | _ Slate ‘100ft 95B5202_| 1209.83 © Industrial electronic processing equipment © ULlisted, CSA certified, CE AM 
@ 86125CY SL002 25 9.093mm Slate 500! 95B5201 4086.97 ° DataComm connections compliant ay 
@ 86125CY SLO01 25 9,093mm | Slate | 1000% | 9585200 | 6343.96 : Cia es ‘cneiemensenee a hase 
24 AWG, 10 x 34AWG Super finely stranded tinned copper conductors, lubricated semi-rigid PVC insulation and slate, oil-resistant 
@ 86202CY SLO05 2 5.08mm Slate 100 85K9952 309.47 PVC jacket. Foil shield with 85% tinned copper braid and 7//34 stranded tinned copper drain wire. Voltage 
@ 86202CY SLO02 2 5,08mm Slate 500! 95B5204 934.45 rating: 300V. Operating temperature: +5°C to 105°C (flexing), -10°C to 105°C (stationary). FIT@-FLEX and 
© 86202CY SLOO1 2 508mm Slate 7000 9585203 1318.65 anette tubing is recommended; order separately online or call. Sold in spool sizes indicated 
@ 86203CY SLO05 3 5.258mm | Slate | 100 86K9099 | 375.81 aan 
@ 86203CY SLO02 3 5.258mm | Slate | 500 9585207 | 1134.66 Nésat ara Spee Spool 
@ 86203CY SL001 3 5.258mm Slate 1000: 95B5206 | 1412.79 Mfg. Part No. Pairs Diameter Color Size Stock No. 4-4+ 
@ 86204CY SLO05 4 5.537mm Slate 100) 88K2217 341.46 28 AWG, 7 x 36AWG 
@ 86204CY SL002 4 5.537mm Slate 500 95B5210 1307.36 @ 86401CY SL001 1 4.699mm Slate 1000: 95B5251 1323.89 
@ 86204CY SL001 4 5.537mm Slate 1000: 95B5209 1627.81 @ 86401CY SL002 1 4.699mm Slate 500 95B5252 938.15 
@ 86205CY SLO05 5 5.969mm_|_ Slate 100 88K2218 389.62 @ 86401CY SLO05 1 4.699mm Slate 1001 85K9954 310.74 
@ 86205CY SL002 5 5.969mm Slate 500 95B5213 1491.82 @ 86402CY SL001 2 5.842mm Slate 1000: 95B5254 1427.81 
@ 86205CY SL001 5 5.969mm | Slate | 1000 95B5212_ | 1857.46 @ 86402CY SL002 2 5.842mm Slate 500 95B5255 | 1146.73 
@ 86207CY SLO05 7 6.604mm Slate 100 86K7953 561.82 @ 86403CY SLO002 3 6.096mm Slate 5001 95B5258 1306.58 
@ 86207CY SL002 7 6.604mm Slate 500 95B5216 1897.85 @ 86403CY SL005 3 6.096mm Slate 100) 95B5259 341.31 
@ 86207CY SL001 ri 6.604mm Slate 1000: 95B5215 2678.23 @ 86404CY SL001 4 6.452mm Slate 1000: 95B5260 1830.07 
@ 86212CY SLO05 12 7.874mm Slate 100) 95B5220 831.77 @ 86404CY SL002 4 6.452mm Slate 500! 95B5261 1469.85 
@ 86212CY SLO002 12 7.874mm Slate 500 95B5219 2809.86 @ 86404CY SLO05 4 6.452mm Slate 100) 95B5262 383.92 
@ 86212CY SLO01 12 7.874mm Slate 1000: 95B5218 3965.06 @ 86405CY SL001 5 6.883mm Slate 1000 95B5263 2132.50 
@ 86218CY SLO05 18 8.382mm Slate 100! 95B5223 1136.50 @ 86405CY SL002 5 6.883mm Slate 500 95B5264 1511.19 
@ 86218CY SLO02 18 8.382mm Slate 500 95B5222 3839.11 @ 86405CY SLO05 5 6.883mm Slate 100 95B5265 447.36 
@ 86218CY SL001 18 8.382mm Slate 1000: 95B5221 5417.53 @ 86406CY SLO01 6 7.518mm Slate 1000: 95B5266 2343.40 
@ 86225CY SLO05 25 8.585mm Slate 100) 95B5226 826.69 @ 86406CY SL002 6 7.518mm Slate 500 95B5267 1660.60 
@ 86225CY SL002 25 8.585mm Slate 500 95B5225 2792.70 @ 86406CY SL005 6 7.518mm Slate 100) 95B5268 491.59 
@ 86225CY SL001 25 8.585mm Slate 1000: 95B5224 3940.81 @ 86408CY SLO01 8 8.407mm Slate 1000: 95B5269 2599.80 
22 AWG, 19 x 34AWG @ 86408CY SLO05 8 8.407mm Slate 100) 95B5271 545.42 
@ 86302CY SLO05 2 5.436mm Slate 100) 95B5229 335.82 @ 86410CY SLO01 10 9.677mm Slate 1000 95B5272 3554.12 
@ 86302CY SL002 2 5.436mm Slate 500: 95B5228 1014.02 @ 86410CY SL002 10 9.677mm Slate 500 95B5273 2518.60 
@ 86302CY SLO01 2 5.436mm Slate 1000: 95B5227 1430.89 @ 86410CY SLO05 10 9.677mm Slate 100) 95B5274 745.56 
@ 86303CY SLO05 3 5.639mm Slate 100) 95B5232 325.48 @ 86414CY SLO01 14 10.414mm Slate 1000: 95B5275 3888.52 
@ 86303CY SLO02 3 5.639mm Slate 500 95B5231 1246.01 @ 86414CY SL002 14 10.414mm Slate 500 95B5276 2755.63 
@ 86303CY SLO01 3 5.639mm Slate 1000} 95B5230 | 1551.52 @ 86414CY SL005 14 10.414mm Slate 100 95B5277 815.73 
@ 86304CY SLO05 4 5.969mm Slate 1001 88K2219 380.57 
@ 86304CY SL002 4 5.969mm Slate 500ft 95B5234 1456.99 
> CONTINUED > > CONTINUED > 


1.800.463.9275 © newark.com 


elementiu 573 


WIRE & CABLE 
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XTRA-GUARD® CONTINUOUS FLEX, MULTIPAIR DATA CABLE (CONT.) 
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XTRA-GUARD® CONTINUOUS FLEX, MULTIPAIR DATA CABLE (CONT.) 


Price per Price per 
No. of External Spool Spool No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
26 AWG, 7 x 34AWG 22 AWG, 19 x 34AWG 
@ 86501CY SLO01 1 4.877mm Slate | 1000 | 9565278 | 1514.51 @ 86710CY SL001 10 12.675mm | Slate | 000% | 95B5353 | 5390.88 
@ 86501CY SLO02 1 4.877mm Slate 500 95B5279 | 1073.30 @ 86710CY SL002 10 12.675mm | Slate 500ft 9585354 | 3820.26 
@ 86501CY SLO05 1 4.877mm Slate 100 9585280 | 355.44 @ 86710CY SLO05 10 12.675mm | Slate 100% 9585355 | 1130.84 
@ 86502CY SLO01 2 6.147mm Slate | 1000 | 9565281 | 1646.85 @ 86714CY SLO01 14 13.03mm Slate | 100% | 9565356 | 5824.64 
@ 86502CY SLO02 2 6.147mm Slate 500 9585282 | 1322.62 @ 86714CY SLO05 14 13.03mm Slate 100ft 9585358 | 1221.88 
@ 86502CY SLO05 2 6.147mm Slate 100 9585283 | 345.49 PIM_51889 
@ 86503CY SLO01 3 6.401mm Slate | 1000 | 9565284 | 1887.16 
@ 86503CY SLO02 3 6.401mm Slate 500 95B5285 | 1515.65 XTRA-GUARD® STANDARD FLEX RoHS 
© 86503CY SLOO5 3 640mm | Slate | 100 85K9955 | 395.90 CABLE — SHIELDED Servint @) Al p haWire 
@ 86504CY SLO01 4 6.807mm Slate 1000ft 95B5287 | 2155.22 Extreme Performance in Single Axis, Light-to- ainj ee seit oc 
© 86504CY SLO05 4 6.807mm Slate 100) 85K9956 452.15 Moderate Duty, Flexing Environments 
@ 86505CY SLO01 5 7.29mm Slate | 1000 | 9565290 | 2474.78 Al 
@ 86505CY SLO02 5 7.29mm Slate 500 9585291 | 1753.75 @ 
@ 86505CY SLO05 5 7.29mm Slate 100 9585292 | 519.17 C € 
@ 86506CY SLO02 6 7.925mm Slate 500 9585294 | 1932.06 ene ee Baten an fac enuibineet 
xtreme Perrormance Benetits: @ Data processing equipmen' 
© 86506CY SLO0S 6 7.925mm Slate 100 9585295 571.90 @ Flexible PVC insulation and jacket with overall @ Automation equipment ®) 
@ 86508CY SL001 8 8.814mm Slate 1000ft 95B5296 | 3332.95 cable design for installation in C-track or simple © Material handling equipment f 
© 86508CY SLOO2 8 8.814mm Slate 500! 9585297 | 2361.90 taba applications i. 2 on mulon flex - ae Rit Sue be ene Flex —— 
e nique premium-graqe Insulation and Jacket able opecitications: 
© 86508CY SL005 8 8.814mm Slate 100 95B5298 699.18 provides easier routing of cable in tight spaces © Bend radius: 8X cable diameter 
@ 86510CY SLO01 10 10.084mm Slate 1000ft 95B5299 | 4319.51 © Outstanding oil, solvent, chemical and fuel (static and dynamic) cfs goes, 
@ 86510CY SLO02 10 10.084mm | Slate | 500 95B5300 | 3061.07 resistance @ ULAWM Style 2587 ; 
© Perfectly round geometry helps provide a © CSAAWM IAB IIAIB FT1 AM 
@ 86510CY SLOOS 10 10.084mm_| Slate 100 9585301 906.13 liquid-tight installation per IP-67 or NEMA 6 © Jacket meets VDE 0472, Section iy 
@ 86514CY SLO01 14 11.227mm Slate 1000ft 95B5302 5253.62 © Superior performance against EMI/RFI 803 Oil Test icin Noles 
14 11.2271 5 500 95B5303 XTRA-GUARD® Standard Flex Cable Applications: @ CE LVD 73/23/EEC modified by 
eto eT ore mm = a0 123105 © Where increased flexing is required Directive CD 93/68/EEC ey 
@ 86514CY SLO05 14 11.227mm Slate 100) 95B5304 | 1102.09 © Machine tools © UL recognized, CSA certified, CE ‘agy 
24 AWG, 10 x 34AWG @ CNC machine centers compliant Paced 
© 86601CY SLO01 f esi —_ 1000ft epBsi05 1503.71 Finely stranded bare copper conductors, lubricated PVC insulation, tinned-copper braid shield (85% coverage) 
@ 86601CY SL002 1 5.131mm Slate 500! 95B5306 1065.53 and slate, oil-resistant PVC jacket. Voltage rating: 600V. Operating temperature: -5°C to 90°C (flexing), -40°C 
@ 86601CY SL005 1 5.131mm Slate 100} 95B5307 352.90 to 90°C (sta ionary). FIT@-FLEX and FIT@-650 heat-shrink tubing is recommended; order separately online 
© 86002CY SLOO1 2 6.553mm Slate To00Kt 9585308 1769.95 or call. Other wire gauge sizes are available; go online or call. Sold in spool sizes indicated in pe below. 
© 86602CY SL002 2 6.553mm Slate 500 95B5309 | 1421.49 Hs ae 
© 86602CY SLO05 2 6.553mm | Slate | 100 9585310 | 371.31 no ne po oa 
a 2 Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ 
@ 86603CY SLO01 3 6.858mm Slate 1000ft 95B5311 2379.04 20 AWG, 10 x 30AWG 
© 86603CY SL005 3 6.868mm_|__Slate_| 100 OGMA0 TSI AZOOI0e @ 65003CY SLO05 3 8.128mm | Slate | oot | 912415 | 354.14 
© 86604CY SLO01 7 731mm __| Slate | 1000tt__|RRSSESS 1a R2az2aut © 65003CY SLO02 3 8.128mm | Slate | soot | 91F2414 | 4355.55 
© 86604CY SLO05 4 fstomin | Slate!) 100 el aes @ 65003CY SLOO1 3 8.128mm | Slate | 1000% | 91F2413 | 1687.86 
© 86605CY SLO01 5 7.823mm | Slate | 1000 | RRSSESSIa Garros @ 65007CY SLO05 7 70.39mm | Slate | ‘toon | 89K6242 | 628.95 
@ 86605CY SLO02 5 7.823mm Slate 500 9585318 | 1872.48 maTCV S00? 7 {90min | -Siste, | 2500 marry WeBIGe 
© 86605CY SLO05 5 f,Besmm. =| "Slate: |/7°100 85K9957_| 554.29 @ 65007CY SLO01 7 70.39mm | Slate | i000t | 91F2425 | 2998.12 
@ 86606CY SLO02 6 8.5865mm Slate 500 9585321 | 2149.21 @ os01DCY Sins rr) 17mm | Skate 1100 o6ma087 | 1152.95 
@ 86606CY SLO05 6 8.5865mm Slate 100 9585322 | 636.21 6501007 51002 TI fommin | SSF 2500 91F2435 | agoa 72 
© 86608CY SLO01 8 9474mm | Slate | 1000 | 9585323 | 3582.16 © 65012CY SLOO1 12 T27mm | Slate | 10008 | 91F2434 | 5a95.69 
@ 86608CY SLO02 8 9.474mm Slate 500 95B5324 | 2538.53 18 AWG. 16x 30AWG : 
© 86608CY SLO05 8 ga7émm | Slate. | 100 CEES || oil © 65803CY SLO05 3 8.636mm | Slate | 100 | 91F2543 | 337,71 
@ 86610CY SLO02 10 11.15imm | Slate 500 95B5327 | 3314.29 ie paa0scv clon 5 sigaenin.. | =Slter | 200 91F2542 | 1293.00 
@ 86610CY SLO05 10 11.15imm | Slate 100 9585328 | 981.11 weea0scvsi001 3 8.636mm | Slate | 1000 91F2544 | 4609.91 
@ 86614CY SLO01 14 11.913mm | Slate | 1000 | 9585329 | 5061.32 © SB0ACY SLO05 r 144mm | Slate 1100 91F2549 | 397.81 
@ 86614CY SLO02 14 11.913mm | Slate 500 95B5330 | 3586.70 we es0IGY SiON 4 9.144mm | Slate 1500 91F2548 | 4599.97 
@ 86614CY SLO05 14 11.913mm | Slate 100 9585331 | 1061.72 ie csacscvsi004 7 oaadanr) cSele<| 1000 91F2550 | 1896.28 
22 AWG, 19 x 34AWG @ 65805CY SLO0S 5 10.16mm | Slate | 100 91F2555 533.31 
© 86701CY SLOO1 1 5436mm__| Slate | 1000 | RRSSBSSS2maIaiciaaos) © 65805CY SLO02 5 f0.1émm | Slate | 500 91F2554 | 1801.61 
@ 86701CY SLO02 1 5.436mm_ | Slate | 500 9585333 _| 1187.09 @ 65805CY SLO01 5 f0.1émm | Slate | 10008 | 91F2556 | 2542.37 
@ 86701CY SLO0S 1 5.436mm__| Slate | __ 100 9585334 | 310.08 @ 65807CY SLO05 7 10.668mm | Slate | 100 91F2561 | 593.82 
© 86702CY SLO01 2 706imm | Slate | 1000 [ASSESSES ma R2GOBS © 65807CY SLO02 7 70.668mm | Slate | Soot | 91F2560 | 2006.03 
@ 86702CY SL002 2 7.061mm Slate 500! 95B5336 1422.19 © 65812CY-100 12 13.97mm Slate 400 91F2571 1065.22 
© 86702CY SLO05 2 7.061mm_ | Slate} 100 9585337) | 1421102 @ 65812CY SLO02 12 13.97mm | Slate | 500 91F2570 | 3598.58 
© 86703CY SLO01 3 7.391mm__|_ Slate__| 1000 __|[195B5338|/2328:44 © 65812CY SLOO1 12 73.97mm | Slate | 000% | 91F2569 | 5077.98 
© 86703CY SLO02 3 7.391mm__| Slate | 500 9553907164074 @ 65818CY SLO05 18 16.256mm | Slate | 100 91F2577 | 1487.41 
@ 86703CY SLO05 3 7.391mm__| Slate | 100 BOKOO0B | A8ei37 @ 65818CY SLO02 18 16.256mm | Slate | 500 91F2576 | 5024.54 
© 86704CY SLO01 4 7.925mm_ | Slate | 1000) 95B5341__| 2713.89 @ 65818CY SLO01 18 76.256mm | Slate | tooo | 91F2575 | 7090.36 
@ 86704CY SLO02 4 7.925mm Slate 500 9585342 | 1923.20 16 AWG, 26 x 30AWG 
© 86704CY SLO05 4 #S26mm. |. Slate: |/ 100 9585343 | 569.27 © 65603CY SLOO5 3 9525mm | Slate | 00 | 91F2492 | 405.33 
@ 86705CY SL001 5 8.509mm Slate | 1000 | 9585344 | 3138.93 @areSCV SI 3 osm || eis | S500 SF 240M NE(S@OTOS 
@ 8E705CY SLO02 : B509mm_ | Siate_| 500 | RRSSB SSS 222s) © 65603CY SLOO1 3 9525mm | Slate | tooor | 91F2493 | 1931.83 
@ 86705CY SLO05 5 8.509mm_| Slate | 100 9585346 | 658.46 © 65604CY SLO05 4 10.16mm | Slate | 100 91F2498 | 483.64 
@ 86708CY SLO01 6 9.347mm Slate | 1000 | 9585347 | 3542.29 © a5604CY SLOO2 q 10.1emm | Slate | 500 28B8506 | 1633.68 
@ 86706CY SLO02 6 9.347mm__|  Slate_| 500 95B5348 | 2510.23 @ 65604CY SLOO1 4 f0.1emm | Slate | tooor | 91F2499 | 2305.63 
@ 86706CY SLO05 6 9.347mm Slate 100 9585349 | 743.08 wESEORCY S105 5 HA7emm | Slate 1100 06M3991 | 2674 
@ 86708CY SLO01 8 10.744mm | Slate | ‘1000 | 9585350 | 4339.66 moscrevcinns 7 118limm | Slate | 100 91F2510 | 72901 
@ 86708CY SLO02 8 10.744mm | Slate 500 9585351 | 3075.21 lm csanTCY GION - “itm | “Site 01 500 91F2509 | 2439.01 
@ 86708CY SLO05 8 10.744mm | Slate 100 9585352 | 910.33 
> CONTINUED > > CONTINUED > 
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WIRE & CABLE 


ATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


XTRA-GUARD® STANDARD FLEX CABLE — SHIELDED (CONT.) XTRA-GUARD® STANDARD FLEX CABLE — UNSHIELDED (CONT.) 
Price per Price per 
No. of External Spool |__Spool No. of External Spool |__Spool__ 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ 
16 AWG, 26 x 30AWG 20 AWG, 10 x 30AWG 
@ 65607CY SLO01 7 11.811mm Slate 1000 91F2511 3441.83 @ 65025 SLO02 25 14.986mm Slate 500 91F2441 4198.44 
@ 65612CY SLO05 12 15.875mm Slate 1001 06M3992 1291.28 @ 65025 SLO01 25 14.986mm Slate 1000 91F2440 5924.55 
@ 65612CY SLO02 12 15.875mm Slate 5001 91F2518 4362.15 18 AWG, 16 x 30AWG 
© 65612CY SLO01 12 15.875mm | Slate | 1000 91F2520 | 6155.52 © 65802 SLOO5 2 6.35mm Slate | 100 91F2537 160.82 
@ 65618CY SLO05 18 18.923mm Slate 1001 91F2525 1749.91 @ 65802 SLO02 2 6.35mm Slate 500 91F2536 526.30 
@ 65618CY SLO02 18 18.923mm Slate 5001 91F2524 6699.50 @ 65802 SLO01 2 6.35mm Slate 1000 91F2538 742.50 
@ 65618CY SL001 18 18.923mm Slate 1000 91F2526 9453.91 @ 65803 SLO05 3 6.604mm Slate 100 85K9926 225.40 
14 AWG, 41 x 30AWG © 65803 SL002 3 6.604mm | Slate | 500 91F2539 | 680.53 
© 65403CY SLOO5 3 10.922mm | Slate | 100 91F2454 | 467.38 © 65804 SLO05 4 7.239mm | Slate | 100 91F2546 | 265.50 
@ 65403CY SL002 3 10.922mm Slate 500! 91F2453 1578.77 @ 65804 SLO02 4 7.239mm Slate 500! 91F 2545 801.57 
@ 65403CY SLO01 3 10.922mm | Slate | ‘000% | 91F2452 | 2297.87 © 65804 SLO01 4 7.239mm | Slate | 1000 91F2547 | 1131.11 
© 65404CY SLO05 4 11.938mm | Slate | 100 91F2460 | 638.52 © 65805 SLO05 5 7.874mm_ | Slate | 100 91F2552 | 355.90 
@ 65404CY SLO02 4 11.938mm | Slate | 500i 91F2459 | 2156.94 @ 65805 SLOO2 5 7.874mm Slate 500 91F2551_ | 1074.64 
@ 65404CY SLO01 4 11.938mm | Slate | 1000 91F2458 | 3043.70 @ 65805 SLO01 5 7.874mm Slate | 1000 91F2553_ | 1516.40 
@ 65405CY SLOO5 5 13.208mm | Slate | ‘toon | 91F2465 | 743.03 @ 65807 SLO0S 7 8.636mm_ | Slate | 100 91F2558 | 312.56 
@ 65405CY SLO02 5 13.208mm | Slate | Soo | 91F2464 | 2510.01 @ 65807 SLO02 7 8,636mm | Slate | 500 91F2557_| 1196.57 
@ 65405CY SL001 5 13.208mm Slate 1000 91F2466 3541.90 @ 65807 SLO01 7 8.636mm Slate 1000: 91F2559 1489.83 
@ 65407CY SLOO5 7 14.351mm | Slate [100 91F2471 | 676.20 @ 65809 SLO0S 9 11.303mm [| Slate | 100 91F2564 | 428.60 
PIM_89684 © 65809 SLO01 9 11.303mm | Slate | 1000 91F2565 | 2043.28 
@ 65812 SLO05S 12 11.684mm Slate 100) 85K9927 560.65 
XTRA-GUARD® STANDARD FLEX Sep tirn @ 65812 SLO01 12 11.684mm Slate 1000 91F2568 2672.55 
CABLE — UNSHIELDED Available &) Alph aWire 2.88818 sL00s 18 144mm | Slate | 100 91F2574 | 730.94 
Extreme Performance in Single Axis, Light-to- iil iit Sve pce @ 65818 SLOO2 18 14.4mm Slate 500 91F2573__| 2644.48 
Moderate Duty, Flexing Environments @ 65825 SLO05 25 16.129mm Slate 100! 89K8243 1171.77 
AY @ @ 65825 SLO01 25 16.129mm Slate 1000: 91F2578 5585.85 
@ 65834 SLO05S 34 19.05mm Slate 100 29M7257 1394.22 
C € @ 65834 SLO02 34 19.05mm Slate 500 91F 2585 5337.82 
@ 65834 SLO01 34 19.05mm Slate 1000 91F2584 7532.37 
Extreme Performance Benefits: @ Data processing equipment 6 ) @ 65841 SLO05S 41 20.574mm Slate 100: 91F2589 1639.49 
@ Flexible PVC insulation and jacket with overall @ Automation equipment @ 65841 SLOO2 44 20.574mm Slate 500: 91F2588 6277.00 
cable design for installation in C-track or simple @ Material handling equipment Flexing 
flexing applications up to one million flex life cycles | XTRA-GUARD® Standard Flex eN © 65841 SLOO1 sa etro7 Ani a sa Siz08F SeDieor 
© Unique premium-grade PVC insulation and jacket Cable Specifications: 16 AWG, 26 x 30AWG 
provides easier routing of cable in tight spaces e Bend radius: 8X cable diameter oy @ 65602 SLO0S 2 6.985mm Slate 100! 06M3990 208.97 
© Outstanding oil, solvent, chemical and fuel (static and dynamic) Abrasion 
resistance @ ULAWM Style 2587 @ 65602 SLO02 2 6.985mm Slate 500! 91F2485 630.97 
© Perfectly round geometry helps provide a © CSAAWMIAIBILAIBFT1 @ 65603 SLO05 3 7.366mm Slate 100 88K1463 270.49 
© Where increased flexing is required © CELVD 73/23/EEC modified by © 65603 SLO01 3 7.366mm_|_Slate_| 1000 91F2490 | 1152.37 
@ Machine tools Directive CD 93/68/EEC @ 65604 SLO05 4 8.001mm Slate 100 91F2495 255.93 
@ CNC machine centers @ ULrecognized, CSA certified, CE compliant © 65604 SLOO2 4 8.001mm Slate 500! 85K9924 974.62 
rating: EOOV. Operating tempera: 5°C fo 90°C (exng)-40°C 090°C (aia). FIT@-FLEXand Fit®. © 65604 SLOD 4 800imm | Slate | 000n | 91F2496 | 1375.36 
650 heat-shrink tubing is recommended; order separately online or call. Other wire gauge sizes are available; @ 65605 SL005 5 8.89mm Slate 1001 91F2501 329.88 
go online or call. Sold in spool sizes indicated in table below. @ 65605 SLO02 5 8.89mm Slate 5001 91F2500 1262.87 
Price per @ 65605 SLO01 5 8.89mm Slate 1000 29M7255 5%2035 
No, of External Spool |_ Spool _—“@ 65607 SL005 7 9.652mm | Slate | 100 91F2507 | 202.23 
__Mfg.PartNo. | Conductors | Diameter_| Color _| Size | StockNo. | 1-2+ ==“ gs 607 sLo02 7 9.652mm | Slate | 500 91F2506 | 1454.86 
20 AWG, 10 x 30AWG © 65607 SL001 7 9.652mm | Slate | 1000 91F2508 | 1811.39 
© 65002 SL005 u 5.8s2mm_ | Slate | 100it_ | RRBSESTSiiIE ou © 65609 SL005 9 12.954mm | Slate | oon | 91F2513 | 550.90 
@ 65002 SLO02 2 5.842mm Slate 500: 91F2408 548.60 @ 65609 SLOO2 9 12.954mm Slate 5001 91F2512 1860.94 
@ 65002 SLO01 2 5.842mm Slate 1000 91F2407 774.05 © 65609 SLOO1 9 12.954mm Slate 1000 91F2514 2626.02 
@ 65003 SLO0S 3 6.375mm_| Slate | 100 DU | 22826) © 65612 SL005 12 13.462mm | Slate | 100 91F2516 | 679.64 
© 65003 SL002 3 6.375mm__| Slate | 500 eel IE Gries © 65612 SLOO1 12 13.462mm | Slate | 1000t | 91F2517 | 3230.85 
© 65003 SLOO1 3 8.375mm_ | Siate_| 1000 [See RS aGIbS © 65618 SLO0S 18 15.748mm | Slate | toon | 85K9925 | 1043.74 
@ 65004 SLOO5 4 6.604mm [| Slate | 100 91F2418 | 270.47 meseiBSi00? 18 15 748mm | Slate 1500 91F2521 | 3526.05 
© 65004 SLO02 z 6.604mm | Slate | 500i _|RASURAEIa MEI © 65618 SL001 18 15.748mm | Slate | 100% | 91F2523 | 4975.67 
© 65004 SLOO1 4 6.604mm__| Slate | 1000 _[RRSTR2A1G Ra iiiozalG © 65625 SL005 2B 79.05mm | Slate | 100 91F2528 | 1519.00 
© 65005 SLO05 5 7.366mm | Slate | 100 91F2421 | 368.78 © 65625 S007 25 79.05mm | Slate} 500 91F2527 | 5131.42 
© 65005 SL002 5 7366mm__| Slate | _500it_|RRBSESR22a | iiiisz6 © 65625 SL001 25 49.05mm | Slate | toook | 91F2529 | 7241.05 
© 85005 SL001 5 Tabémm | Siate_| 1000 _|RRZBBESIGiaa RIESE © 65641 SLO02 a 23.876mm | Slate | Sook | 91F2533 | 7991.63 
@ 65007 SLO05S 7 7.874mm Slate 100) 91F2424 241.82 14 AWG, 41 x 30AWG 
© 65007 SLO02 7 7.874mm_ [Slate | 500 91F2423 | 1203.99 Promcinns 7) 255mm | Slate] 100 35K9923 | 271.55 
© 65007 SLOO1 7 7874mm | Slate | 1000 2888380 | 1499.08 wies407 Si001 7) 8.255mm | Slate 1 1000 91F2446 | 1157.19 
© 65009 SLOO5 9 10.414mm | Slate | 100 91F2430 | 433.59 meson Ginn 3 763mm | Slate | 100 91F2451 | 348.63 
© 65009 SLoo2 9 fo414mm_| Slate | 500% | ERSIRRAZSE IAGaeg © 65403 SLO02 3 &76amm | Slate | soot | 91F2450 | 1052.49 
@ 65009 SL001 9 10.414mm | Slate | 1000 91F2428 | 2066.83 e505 51001 7 8 763mm | Slate | 1000 91F2449 | 1485.03 
© 65012 SL00S 12 10.666mm | Slate | 100i _ | RSTRAESSa | MSiioro © 65404 SL005 4 fo.témm | Slate | 1008 | 91F2457 | 975.58 
@ 65012 SLO02 12 10.668mm | Slate | 500 91F2432 | 1947.35 'ei65404 1000 4 016mm | Slate | 500 91F2456 | 1437.93 
© 65012 SL001 12 10.668mm_| Slate | 100% | ERSIR2AS ia 2ici7a08 © 65404 SLOO1 4 10.témm | Slate | 10008 | 91F2455 | 1790.38 
@ 65018 SLO05S 18 12.954mm Slate 100 91F2439 872.73 © 65405 SLOOS 5 10.922mm Slate 100 06M3988 437.11 
© 65018 SLOO2 18 12.954mm | Slate | 500 91F2438 | 2948.28 © Ate SID02 5 10.922mm | Slate | 500 91F2461 | 147646 
@ 65018 SLO01 18 12.954mm | Slate | 1000 91F2437 | 4160.31 5105 51001 5 10.922mm | Slate} 1000 91F2463 | 2083.45 
© 65025 SLOOS 7 4.966mm_| State | 1007 _ [RRR IEC © 65407 SLO0S 7 11.938mm | Slate | toon | 91F2468 | 517.31 
> CONTINUED > > CONTINUED > 
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WIRE & CABLE 


DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


XTRA-GUARD® STANDARD FLEX CABLE — UNSHIELDED (CONT.) 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


Foil Shielded or Supra-Shield® Foil Shielded + Braid (CONT.) 


Price per Price per 
No. of External Spool Spool No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ Mfg. Part No. Pairs Diameter Color Size Stock No. 41-2+ 
14 AWG, 41 x 30AWG Cat5e, 24 AWG, Solid, Foil Shielded — PP (Polypropylene) Insulation 
@ 65407 SLO01 7 11.938mm Slate 1000 91F2469 2466.00 @ 75011 BKO02 2 8.128mm Black 500ft 9478629 ay 
@ 65409 SLOOS 9 15.468mm_ | Slate 100 91F2474 570.71 @ 75011 BKO01 2 8.128mm Black 1000! 9478628 ae 
@ 65409 SLO002 9 15.468mm Slate 500! 91F2473 2507.26 @ 76011 BKO02 4 8.128mm Black 500: 9478647 = 
@ 65412 SLO05 12 16.764mm Slate 100) 91F2477 918.42 @ 76011 BKO01 4 8.128mm Black 1000: 9478646 —_ 
@ 65412 SLO02 12 16.764mm Slate 500! 91F2476 3102.58 Cat5e, 24 AWG, Solid, Foil Shielded — FEP Insulation 
@ 65412 SLO01 12 16.764mm Slate 10001 91F2478 4378.13 @ 75001 BKO02 2 8.128mm Black 500: 9478623 = 
@ 65418 SLO05 18 19.558mm Slate 100) 91F2480 1493.59 @ 75001 BKO01 2 8.128mm Black 1000: 9478622 = 
@ 65418 SLO02 18 19.558mm Slate 500 91F2479 5045.73 @ 76001 BKO02 4 7.874mm Black 500ft 9478641 a 
@ 65418 SLO01 18 19.558mm_| Slate | 1000! 91F2481 | 7120.09 @ 76001 BKO01 4 7.874mm Black 1000 9478640 os 
@ 65425 SLOOS 25 24.003mm Slate 100 91F 2483 1850.08 Cat5e, 24 AWG, 7 x 32AWG, Supra-Shield® Foil Shielded + Braid — PP (Polypropylene) 
@ 65425 SLO01 25 24.003mm Slate 1000ft 91F2484 9995.20 Insulation 
PIM. 17543 @ 75022 BK002 2 8.763mm Black 500ft 9478637 a 
a @ 75022 BK001 2 8.763mm Black 1000: 9478636 fee 
XTRA-GUARD® INDUSTRIAL 22. a CO 
ETHERNET CAT 5e UNSHIELDED val AlphaWire Th : : 
AND SHIELDED MULTIPAIR CABLE he wien ie Cat5e, 24 AWG, 7 x 32AWG, Foil Shielded — PP (Polypropylene) Insulation 
@ 75021 BKO02 2 8.382mm Black 500ft 9478635 786.40 
@) C € @ 75021 BKO01 2 8.382mm Black 1000: 9478634 1360.57 
= @ 76021 BKO02 4 8.382mm Black 500ft 9477073 1030.17 
— @ KD @ 76021 BKO01 4 8.382mm Black 1000! 9477033 1782.32 


Supra-Shield® Foil Shield + Braid Abrasion 


Rugged Connectivity for Industrial Networking 

© Wide temperature range:-50° to +105°C (PP 
insulated) and +125°C (FEP insulated) 

@ Unshielded, foil shielded, or Supra-Shield® foil + 


© Supports data rates up to Gigabit 
Ethernet 

@ UL Type CMR 

© Passes UL 1666 Riser and CSA 


EMI Noise 


braid for best EMI protection FT-4 flame test 
@ Extra tough, abrasion-rersistant TPE jacket is ® Suitable for use in NFPA 79 ( 
flexible and routable applications High Temperature 


@ Sunlight, fluid, and abrasion resistant 
@ Meets ANSI/TIA-568-C.2 Cat 5e requirements 


Low Temperature 


Xtra-Guard® Industrial Ethernet multipaired cable is designed for uncompromising performance to keep networks 


PIM_5518443 


SPACEMAKER™ SERIES AUDIO, CONTROL AND 
INSTRUMENTATION ELECTRONIC CABLE 


Reduced Size with Increased Flexibility 


Individually Shielded Pairs + Overall Shield 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 


RoHS — 
Compliant 
Available 


Overall Shielded Single Pair 


running anywhere. This Category 5e cable combines the advanced technology of Ethernet communications with 
the durability and temperature range of an Xtra-Guard® 4 jacket. The result is a flexible and routable Ethernet 
cable that provides rugged, reliable performance in the most extreme environments. Choice of unshielded, foil 
shield or Supra-Shield® foil + braid for exceptional EMI resistance. Features two or four twisted pair 24 AWG Unshielded Single Pair Unshielded Multiconductor 
solid or stranded bare copper conductors, PP (polypropylene) or FEP insulation, and an abrasion-resistant . ide Sonat ee . poet ai 
thermoplastic elastomer jacket. Color: black. Sold in 500’ and 1000’ spools © Choice of overall foil shield, individually shielded © Increased cable life with 1 million flexes life cycles 
: : : : with overall shield or unshielded versions @ Increased flex life for use in moving environments 
Unshielded © Stranded tinned copper conductors © Voltage rated: 300V 
- @ Polypropylene insulation; 0.01” (0.254mm) thick © Temperature range: -20°C to +80°C 
Price per @ Tinned copper drain wire @ ULAWM style 2937, style 10118 insulated conduc- 
No. of External Spool Spool © Industrial-grade PVC outer jacket tors (300V 80°C); CSA FT2 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ © Up to 52% space saving design © Belden’s 10-year industry leading warranty 
A A @ Min. Bend Radius: 4 X OD — up to 74% tighter © Suitable for use in NFPA 79 applications 
Catée, 24 AWG, Solid, PP (Polypropylene) Insulation bend radius compared to industry standard elec- © Sold in 100’ and 1000’ spools 
@ 75010 BK002 2 7.142mm Black 500 9478627 = tronics cable 
@ 75010 BKO01 2 7.142mm Black 1000 9478626 = Price per 
@ 76010 BK002 4 7.142mm Black 500 9478645 737.22 No. of External Spool Spool 
Cat5e, 24 AWG, Solid, FEP Insulation Mfg. Part No. Pairs Diameter Color Size Stock No. 1-1- 
@ 75000 BK002 2 7.142mm Black 500 9478621 os 22 AWG, 19 x 34AWG, 300V SpaceMaker Series — Overall Shielded Pair 
@ 75000 BK001 2 7.142mm Black 1000 9478620 aes @ 8761MN 004100 1 3.429mm Yellow 100! 01AC6489 118.59 
@ 76000 BK002 4 7.142mm Black 500 9478639 930.59 @ 8761MN 006100 1 3.429mm Blue 100! 01AC6491 118.59 
@ 76000 BK001 4 7.142mm Black 1000 9478638 1610.03 @ 8761MN 008100 1 3.429mm Grey 100! 01AC6493 118.59 
Cat5e, 24 AWG, 7 x 32AWG, PP (Polypropylene) Insulation @ 8761MN 0041000 1 3.429mm_| Yellow | 1000 01AC6490_| 1185.90 
@ 75020 BK002 2 7.366mm Black 500 9478633 = @ 8761MN 0061000 1 3.429mm Blue 1000: 01AC6492 | 1185.90 
@ 75020 BK001 2 7.366mm Black 1000 9478632 = @ 8761MN 0081000 1 3.429mm Grey 1000: 01AC6494_ | 1185.90 
@ 76020 BKO02 4 7.366mm Black 500} 9478650 760.86 22 AWG, 19 x 34AWG, 300V SpaceMaker Series — Individually Shielded Pairs + Overall Shield 
@ 76020 BK001 4 7.366mm Black 1000 9472492 1491.85 @ 8778MN 004100 6 8.052mm Yellow 100! 01AC6501 530.10 
PIM_203724 @ 8778MN 006100 6 8.052mm Blue 100! 01AC6503 530.10 
@ 8778MN 008100 6 8.052mm Grey 100: 01AC6505 530.10 
Foil Shielded or Supra-Shield® Foil Shielded + Braid © 8778MN 0041000 8 8.052mm_| Yellow _|_1000ft_[RROTRCGS02i tgailiog 
prcenen @ 8778MN 0061000 6 8.052mm Blue 1000: 01AC6504 | 4941.59 
No. of External Spool Spool @ 8778MN 0081000 6 8.052mm Grey 1000 01AC6506 | 4941.59 
Mfg. Part No. Pairs Diameter Color Size Stock No. 4-2+ 20 AWG, 26 x 34AWG, 300V SpaceMaker Series — Overall Shielded Pair 
Cat5e, 24 AWG, Solid, Supra-Shield® Foil Shielded + Braid — PP (Polypropylene) Insulation @ 8762MN 004100 1 3.785mm_ | _Yellow 100 01AC6495 150.17 
@ 75012 BK002 2 8.763mm Black 500 9478631 = @ 8762MN 006100 1 3.785mm Blue 100! 01AC6497 150.17 
@ 75012 BK001 2 8.763mm Black 1000 9478630 = @ 8762MN 008100 1 3.785mm Grey 100ft 01AC6499 150.17 
@ 76012 BK002 4 8.763mm Black 500 9478649 1398.94 @ 8762MN 0041000 1 3.785mm Yellow 1000ft 01AC6496 | 1452.29 
@ 76012 BKO01 4 8.763mm Black 1000 9478648 | 2742.93 @ 8762MN 0061000 1 3.785mm Blue 1000 O1AC6498_| 1501.67 
Cat5e, 24 AWG, Solid, Supra-Shield® Foil Shielded + Braid — FEP Insulation @ 8762MN 0081000 1 3.785mm Grey 1000: O1AC6500 | 1501.67 
@ 75002 BK002 2 8.763mm Black 500 9478625 1535.86 18 AWG, 41 x 34AWG, 300V SpaceMaker Series — Overall Shielded Pair 
@ 75002 BK001 2 8.763mm Black 1000 9478624 3011.47 @ 8760MN 004100 1 4.293mm Yellow 100! 01AC6483 144.86 
@ 76002 BK002 4 8.763mm Black 500 9478643 2045.40 @ 8760MN 006100 1 4.293mm Blue 100! 01AC6485 144.86 
@ 76002 BK001 4 8.763mm Black 1000 9478642 4010.57 @ 8760MN 008100 1 4.293mm Grey 100ft 01AC6487 144.86 
@ 8760MN 0041000 1 4,293mm Yellow 1000: 01AC6484 | 1448.57 
> CONTINUED > > CONTINUED > 
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SPACEMAKER™ SERIES AUDIO, CONTROL AND INSTRUMENTATION BRILLIANCE® MULTI-PAIR INDIVIDUALLY SHIELDED AUDIO CABLE — CM 
ELECTRONIC CABLE (CONT.) RATED (CONT.) 
Price per Price per 
No. of External Spool Spool No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-1- Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
18 AWG, 41 x 34AWG, 300V SpaceMaker Series — Overall Shielded Pair 22 AWG, 7 x 30AWG 
@ 8760MN 0061000 1 4.293mm Blue 1000ft O1AC6486 | 1448.57 © 8777 060U500 3 6.934mm Chrome 500 87K7281 1620.62 
@ 8760MN 0081000 1 4.293mm Grey 1000ft 01AC6488 | 1448.57 ©@ 8777 060100 3 6.934mm Chrome 100 02F5624 385.35 
18 AWG, 41 x 34AWG, 300V SpaceMaker Series — Individually Shielded Pairs + Overall Shield @ 8777 0601000 3 6.934mm Chrome 1000} 02F6152 3241.23 
@ 9774MN 004100 6 11.151mm Yellow 100ft O1AC6513_ | 1144.20 @ 8778 060100 6 8.941mm Chrome 100 87K7282 769.10 
@ 9774MN 006100 6 11.151mm Blue 100ft O1AC6515 | 1144.20 @ 8778 060500 6 8.941mm Chrome 500 02F6153 3235.83 
@ 9774MN 008100 6 11.151mm Grey 100ft 01AC6517 | 1144.20 @ 8778 0601000 6 8.941mm Chrome 1000 87K1808 6032.90 
@ 9774MN 0041000 6 11.151mm Yellow 1000ft 01AC6514 |11441.99 @ 8774 060100 9 10.414mm Chrome 100 87K7276 1694.55 
@ 9774MN 0061000 6 11.151mm Blue 1000ft O1AC6516 |11441.99 @ 8774 060500 9 10.414mm Chrome 500 02F6155 6644.06 
@ 9774MN 0081000 6 11.151mm Grey 1000ft 01AC6518 | 10666.26 @ 8774 0601000 9 10.414mm Chrome 1000: 02F6156 = |14254.52 
PIM_5666088 @ 9768-1000-60 12 11.786mm Chrome 1000 02F5691 |19385.22 
@ 9768 060100 12 11.786mm Chrome 100 02F5688 2304.38 
i @ 9768 060500 12 11.786mm Chrome 500! 02F5690 9692.61 
Gacelper PIM_6161 
No. of External Spool Spool = 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-1- 
22 AWG, 19 x 34AWG EcoFlex® SUPRA-SHIELD® Eons 
@ 8442MN 0061000 1 3.353mm Blue 1000! O1AC6468 | 728.54 FOIL+BRAID SHIELDED Available Al phaWire 
@ 8442MN 008100 1 3.353mm Grey 100ft 01AC6469 72.86 MULTICONDUCTOR CONTROL ‘lcs euuiae Suteki 
@ 8442MN 006100 2 3.353mm Blue 100 01AC6467 72.86 CABLE 
@ 8442MN 0081000 2 3.353mm Grey 1000 01AC6470 728.54 co. 
@ 8442MN 004100 2 3.353mm Yellow 100 01AC6465 72.86 ¢, G en 
@ 8442MN 0041000 2 3.353mm Yellow 1000 01AC6466 728.54 EcoFlex® Cable — Smaller, Lighter, Tougher, plus a tinned-copper braid q = "spurs 
Recyclable, Flexible © Bend radius: 6x static, 8x 6 
20 AWG, 26 x 34AWG Fealures flexing A @ 
© 8205MN 006100 1 3.708mm Blue 100ft O1AC6461 93.51 © Eco-friendly, non-halogenated and 100% © Voltage rating: 600V 
© 8205MIN 0061000 1 3708mm | Blue | 1000n | o1Ace462 | 935.10 recyclable @ Temperature range: ~40°C to C € @ 
© 8205MN 008100 1 3,708mm Grey 100 01AC6463 93.51 © Compact for moderate flex applications 105°C static; -5°C to 105°C wt 
- 2 @ Rated for more than 1 million flex cycles flexing 
© 8205MN 0081000 1 3.708mm Grey 1000 O1AC6464 | 935.10 © Easier routing and handling © Jacket thickness: 20-16 AWG 0.035” (0.89mm), 
@ 8205MN 004100 1 3.708mm Yellow 100 01AC6459 93.51 @ Up to 32% smaller diameter than PVC, PE and 14-10 AWG 0.032” (0.81mm) 
© 8205MIN 0041000 1 3.708mm | Yellow | 1000 | o1ace460 | 935.10 AEE © Jacket color: Slate 
- - © Up to 55% lighter than PVC, PE and XLPE @ ULAWM 21819 (600V, 105°C) 
18 AWG, 41 x 34AWG © Handles temperature extreme to -40°C © ULAWM 21492 (300V, 80°C) 
@ 9740MN 006100 4 4.126mm Blue 100ft 01AC6509 124.81 © Up to 91% lower outgassing compared to PVC @ CSAAWNM I/II A/B FT1 
© Supra-Shield® provides excellent EMI protection ® Suitable for NFPA 79 applications 
@ 9740MN 0061000 1 4.126mm Blue 1000: 01AC6510 | 1278.65 Specifications © Passes UL VW-1 flame test 
@ 9740MN 008100 1 4.126mm Grey 100 01AC6511 124.81 @ Recyclable mPPE thermoplastic insulation and @ IEC 60332-2 flame behavior 
@ 9740MN 0081000 1 4.126mm Grey 1000: 01AC6512 | 1278.65 Laan ; : , ° ere eile CE compliant 
© Stranded tinned-copper conductors @ RoHS, k compliant 
@ 9740MN 004100 1 4.126mm Yellow 100 01AC6507 124.81 © Supra-Shield® — halogen-free aluminum mylar foil 
© 9740MN 0041000 i 4.126mm Yellow 10008 OIAC C508 NI 278165) EcoFlex® Supra-Shield® foil+braid shielded multiconductor control cable combines better performance with a 
PIM_5673488 minimum environmental impact. Contains no halogens, phthalates,or heavy metals enabling it to meet RoHS, 
REACH, and WEEE requirements for the elimination of hazardous substances and recyclability. Low 1.03 
specific gravity of mPPE (Modified Polyphenylene Ether) is 25% to 40% lower than other insulation materials 
Price per and along with the reduced wall thickness, the low specific gravity yields significant weight savings of up to 55%. 
No. of External Spool Spool Superior dielectric properties of mPPE make a reduced wall thickness possible, while maintaining the same 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1 electrical properties as a thicker PVC. Sold in 100’ and 1000’ spools. 
22 AWG, 19 x 34AWG prcelpen 
@ 8458MN 004100 15 6.782mm | Yellow | 100% | O1AC6471 | 481.83 No. of External Spool eee 
@ BAEANINDORION 5 78 Bi T00h O1AC6473 - Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ 
15 om G = 100ft 01AC6475 nae —EE 
© 8458MIN 008100 2 ——- - rey aan wen Sines © 79261 SLOO1 2 442mm | Slate | 1000R | 55W4987 | 2024.17 
© EASEMNIO0S 1000 = —— : oe voaok COIRGEaTE S818:00) @ 79262 SL005 3 455mm | Slate | 100 554990 | 04.18 
SS 15 on G * 1000f | 01AC6476 —— 26 ANG, 7x 34AWG 
@ 8458MN 0081000 762mm rey 4818.30 @ 79256 SLO05 2 462mm | Slate | 100 55W4978 | 550.02 
18 AWG, 41 x 34AWG ~ aE 7 a @ 79256 SLO01 2 462mm | Slate | 1000 55W4977 | 2081.80 
© SHCeMNO08 100 sell BA e1280) © 79257 SLO0S 3 478mm | Slate | 100k | 55w4980 | 714,99 
ee - —— - ue — = Gia) © 79258 SL005 4 503mm | Slate | 100 554982 | 886.59 
SEASSMNIGDE 100 sede Bi280 © 79259 SL005 6 561mm | Slate | 100 554984 | 1285.50 
SEEM DENN - a - ve -—— — B12825 © 79259 SLOO1 6 561mm | Slate | toon | 55w4983 | 4865.04 
SS EAGEMN006 1000 = Satie A ue ‘on (HRGSEZ BIZS 25 @ 79260 SL005 8 63mm | Slate | 100 554986 | 1474.59 
© 8468MN 0081000 814mm _| Grey GiZSi25 © 79260 SLOOt 8 63mm | Slate | ‘tooo | 55wW4985 | 6325.68 
RIM Soriee 24 AWG, 19 x 36AWG 
@ 79250 SLO05 2 4.93mm Slate 100 55W4966 566.48 
BRILLIANCE® MULTI-PAIR INDIVIDUALLY a ant @ 79251 SLO0S 3 511mm | Slate [100 sswages | 736.44 
SHIELDED AUDIO CABLE — CM RATED Availabl 
vailable tet @ 79251 SLO01 3 5.14mm Slate 1000 55W4967 | 2787.53 
@ 79252 SLO05 4 5.414mm Slate 100 55W4970 913.15 
@ 79252 SL001 4 5.41mm Slate 1000 55W4969 | 3456.50 
@ 79254 SLO05 8 6.86mm Slate 1001 55W4974 1518.83 
@ 79254 SLO01 8 6.86mm Slate 1000: 55W4973 6515.46 
@ 79255 SLO05 10 7.34mm Slate 100 55W4976 | 1701.08 
@ 79255 SL001 10 7.34mm Slate 1000 55W4975 | 7297.34 
22 AWG, 19 x 34AWG 
8777 
@ Stranded tinned copper conductors © Nominal capacitance between conductors: 30pF/ft. © 79244 SLONS 2 528mm oie -_ eeu Mee 
© Polypropylene insulation © Rated 30V, 80°C @ 79244 SLO01 2 5.28mm Slate 1000 55W4953 | 2683.39 
© Twisted pairs individually Beldfoil® shielded with © NEC type CM rated @ 79245 SLO05 3 5.49mm Slate 100 55W4956 810.07 
Z-Fold™ for greater interference elimination @ UL recognized, CSA certified 
© Chrome PVC jacket @ 79245 SLO01 3 5.49mm Slate 1000: 55W4955 3064.83 
> CONTINUED > > CONTINUED > 
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EcoFlex® SUPRA-SHIELD® FOIL+BRAID SHIELDED MULTICONDUCTOR EcoFlex® BRAID SHIELDED Ge tinpian 
CONTROL CABLE (CONT.) MULTICONDUCTOR CONTROL Seetein Alp haWire 
Price per CABLE Cables Pr Service you deserve. 
No. of External Spool Spool 
Mfg. Part No. Conductors Diameter | Color Size Stock No. 1-2+ 6am eco’ 
22 AWG, 19 x 34AWG cen 
@ 79246 SLO05 4 5.84mm Slate 1001 55wW4958 1143.68 Sealiea _ a Smaller, Lighter, Tougher, e al radius: 6x static, 8x : Bennet 
ecyclable, Flexible lexing 
@ 79246 SLO01 4 5.84mm Slate 10001 55W4957 4325.55 Features © Voltage rating: 600V WG ‘q) 
@ 79247 SLOOS 6 6.6mm Slate 100) 55w4960_ | 1486.78 © Eco-friendly, non-halogenated and 100% © Temperature range: -40°C to 
@ 79248 SLOO5 8 7.52mm Slate 100 55w4962 | 1705.45 pallens aes a } 05°C static; -5°C to 105°C C E®@ 
© Compact for moderate flex applications lexing 
© 79248 SLOOT 8 (en —_ 1000 ponvagel 8478.13 @ Rated for more than 1 million flex cycles © Jacket thickness: 20-16 AWG 0.035” (0.89mm), 
@ 79249 SLO05 10 8.08mm Slate 1001 55W4964 1943.64 @ Easier routing and handling 14-10 AWG 0.032" (0.81mm) 
@ 79249 SLO01 10 8.08mm Slate 4000ft 55W4963 j © Up to 32% smaller diameter than PVC, PE and @ Jacket color: Slate 
e867008 XLPE @ ULAWM 21819 (600V, 105°C) 
20 AWG, 10 x 30AWG © Up to 55% lighter than PVC, PE and XLPE @ ULAWM 21492 (300V; 80°C) 
@ 79201 SLO0S 2 5.49mm Slate 100 47W9143 810.78 © Handles temperature extreme to -40°C © CSAAWM I/II A/B FT1 
@ 79201 SLO01 2: 5.49mm Slate 4000 47W9142 4522.39 Sa in % lower outgassing compared to PVC 7 cuaes ae, aes 
pecifications asses -1 flame tes! 
© 79202 SLO0S 3 572mm Slate 100 479145 891.86 @ Recyclable mPPE thermoplastic insulation and @ IEC 60332-2 flame behavior 
@ 79203 SLO05 4 6.07mm Slate 100 47W9147 1257.09 jacket © ULrecognized, CSA certified, CE compliant 
@ 79203 SLO01 4 6.07mm Slate 14000 47W9146 5472.06 © Stranded tinned-copper conductors @ RoHS, REACH, WEEE compliant 
@ 79204 SLOOt 5 7 5 S 7000 479148 - © Tinned-copper braided shield for EMI protection 
_ ia piZii0e EcoFlex® braid shielded multiconductor control cable combines better performance with a minimum 
p 
© 79205 SLO05 7 6.91mm Slate 100 479151 |_ 1688.36 environmental impact. Contains no halogens, phthalates,or heavy metals enabling it to meet ROHS, REACH, 
@ 79205 SLO01 7 6.91mm Slate 1000) 47W9150 7660.30 and WEEE requirements for the elimination of hazardous substances and recyclability. Low 1.03 specific gravity 
@ 79206 SLO0S 9 8.33mm Slate 100 47W9153 2044.43 of mPPE (Modified Polyphenylene Ether) is 25% to 40% lower than other insulation materials and along with the 
reduced wall thickness, the low specific gravity yields significant weight savings of up to 55%. Superior dielectric 
© 79206 SLO01 9 8.33mm Slate 1000 479152 9301.62 properties of mPPE make a reduced wall thickness possible, while maintaining the same electrical properties as 
@ 79207 SLO05 12 8.51mm Slate 100) 47W9155 2532.19 a thicker PVC. Sold in 100’ and 1000’ spools. 
@ 79207 SLO01 12 8.51mm Slate 1000) 47W9154 | 11429.37 Price per 
@ 79208 SLO05 18 9.7mm Slate 100 479157 3278.01 No. of External Spool Spool 
@ 79208 SLO01 18 9.7mm Slate 1000 47w9156 | 12128.53 Mfg. Part No. Conductors Diameter Color Size Stock No. 1-9+ 
18 AWG, 16 x 30AWG - 20 AWG, 10 x 30AWG 
© 79210 SLO0S 2 Stem | State | toot) a7wo1s9 ] voaa.aa @ 79101 SLO05 2 533mm | Slate | oot | 47w9089 | 770.21 
© 79210 SL001 2 615mm | Slate | 1000 | 47wo9t5e | 4463.04 See Sens 3 556mm | Slate | 100% | ERAWa0et | tsamazd 
@ 79211 SL005 3 643mm | Slate | 100 a7woi61 | 1352.74 @7103'SLO05: : Semin || “Slate _| 100 anws093) | 1194/24 
@ 79212 SLO05 4 6.66mm | Slate | 100 47w9163_ | 1508.76 70104 L008 5 6.35mm_| Slate _| 100 47wo9095_ | 1528.02 
@ 79212 SL001 4 686mm | Slate | 1000 47w9162_| 6914.29 © 79105 SLO0S 7 6.76mm_| Slate__| 100 47W9097_|_1603.98 
© 79213 SLO0S 5 737mm | Slate | 100 47w9165 | 1770.76 © 79106 SLO0S 9 8.6mm _ | Slate | 100 47wa0s9 | 1942.21 
@ 79213 SLO01 5 737mm Slate 1000ft 479164 8234.20 @ 79107 SLO05 12 8.36mm Slate 1001 47W9101 2405.60 
© 79214 Sio0 7 79mm) Slate | 100n | a7wo167 | 9914.14 © 79107 SL001 12 836mm | Slate | 100% | 47w9100 | 10857.87 
© 79215 SLO0S 9 96mm | Slate | toot | a7wotea | 2714.53 SESS SEONG 2 956mm | Slate | 100% | 47w9t03 | 3114.13 
© 79216 SL005 12 983mm | Slate | toon | 47wot71 | 3247.91 Sains s iN i 9.65mm | Slate_| 1000 | 47W9102__| 1152.08 
© 79216 SLOO1 12 963mm | Slate | 1000n | 47W9170 |12640.08 18 AWG, 16 x 30AWG 
© 79217 SLOO5 18 13mm | Slate | 100 479173 | 4182.60 @ 79109 SLO05 2 5.99mm__| Slate | 100 47W9105 | 887.62 
@ 79217 SLO01 18 1.3mm Slate | 1000 47w9172_ | 15159.07 © 79109 SLOO1 2 5.99mm_| Slate | _1000 47W9104__|_ 4239.87 
16 AWG. 26 x 30AWG © 79111 SLOOS 4 G7imm | Slate | oor | 47wo9t09 | 1433.33 
© 79218 S008 2 Seimm | State | toon) 47wei75] aisea1 © 79111 SL001 4 67imm | Slate | 1000 | 47wot08 | 6568.59 
© 79219 SLO0S 3 744mm | Slate | 100 47wo177_| 1486.27 @ 79112'SL005 5 faim | Slate | 100 Amat | 1682.26 
© 79220 SL005 4 767mm | Slate | oon | 47wo9t79 | 1888.49 Soto i 77émm | Slate | 100% SANS eae 
@ 79220 SLO01 4 767mm | Slate | 1000% | 47W9178 | g792.15 @ 79113 SLO01 uf 775mm __| Slate | 1000 | 47W9112__| 9573.77 
@ 79221 SLO05 5 8.28mm | Slate | 100 479181 | 2909.51 @ 79114 SLO0S 9 945mm _| Slate | 100 47W9115_| 2578.79 
@ 79222 SLO05 7 8.92mm | Slate | 100 479183 | 2793.20 @ 79115 SLOOS 12 9.68mm_| Slate_| 100 47W9117_| 3085.53 
© 79222 SLO01 7 892mm | Slate | 1000 | 47w9182 |11691.47 @ 79115 SLOT - 968mm | Slate | 1000 | eamWwatie | |i2008.29 
© 79223 SLO05 9 f0.97mm | Slate | 100 47w9185 | 3453.42 16 AWG, 26 x 30AWG 
14 AWG. 41x 30AWG © 79116 SL005 2 665mm | Slate | oot | 47W9119 | 110053 
@ 79225 SLO05 D) 7.62mm Slate 100 479189 1500.90 @ 79116 SLO01 2 6.65mm Slate 1000! 47W9118 5367.24 
© 79226 SLO0S 3 8mm Slate | toon | 47wote1 | 1909.24 SST S008 : 6.8mm | Slate | 100 [AMS TAS ei etinho5 
@ 79226 SLO01 3 8mm Slate 1000 479190 9114.28 @ 79118 SLO05 4 10.06mm Slate 100: 47W9123 1794.06 
@ 79227 SLO0S 4 8.66mm Slate 100 479193 2409.47 @ 79118 SLO01 4 10.06mm Slate 1000ft 47W9122 8352.51 
© 79227 SL001 4 866mm | Slate | ‘000% | 47W9192 |12555.68 © 79119 SL005 5 8.13mm__|  Slate_| 100 47W9125 | 2099.07 
© 79229 SLO0S 7 to.1imm | Slate | 100 47w9197_ | 3666.65 © 79120 SL005 i 876mm __| Slate | 100 47wst27 | 2653.52 
© 79230 SLO0S 9 125mm | Slate | 1008 | 47w9t99 | 4538.94 S79120SL00 r 8.76mm_| Slate_| 1000ft | RAISIZ6R iiiOGte0 
© 79231 SLOOS 12 12.86mm | Slate | 1008 | 47w9201 | 5559.72 44 AWG, 41 x S0AWG 
@ 79231 SLO01 12 12.88mm Slate 1000! 47w9200 |23150.16 @ 79121 SLO05 2 7.47mm Slate 1001 47W9129 1425.85 
TZAWG. 65 x 30AWG © 79122 SL005 3 785mm | Slate | oot | 47wot31 | 1813.75 
@ 79232 SLO05 3 914mm | Slate | 100 47W9203_ | 2511.42 © 79123 SLO05 is 8.51mm__| Slate_| 100 47W9133__| 2288.98 
@ 79232 SLO01 3 9.14mm Slate 1000ft 47w9202 | 42410.02 @ 79123 SLO01 4 8.51mm Slate 1000ft 47W9132 | 11927.91 
© 79233 SL005 4 993mm | Slate | too | 47w9205 | 317925 ©. 79125 SL005, f 996mm __| Slate_| _100f_ [REARS Sia ees 
@ 79233 SLO01 4 9.93mm Slate 1000} 479204 | 43469.59 @ 79125 SLO01 7 9.96mm Slate 1000ft 47W9136 | 12684.23 
© 79234 SLOOS 5 10.82mm | Slate | 1008 | 47w9207 | 3812.84 IZING, Bax StAWG 
@ 79234 SL001 5 10.82mm | Slate | ‘ooo | 47w9206 |17579.87 © 79126 SLO0S 3 8.99mm_| Slate | 100 47w9139_|_ 2391.81 
70035 SE 7 ‘173mm 1 Slate | took | anwaz09 | s4pe.e0 © 79126 SL001 3 899mm | Slate | 100% | 47w9138 | 11819.02 
70085 c1001 7 ‘173mm | Slate 1 toot | a7we208 |>e263.45 © 79127 SLO05 4 8mm | Slate | ‘toot | 47w9141 | 3027.89 
10 AWG, 105 x 30AWG © 79127 SLO01 4 gamm | Slate | 1000 | 47wo140 |12828.15 
@ 79236 SLOO5 3 10.64mm | Slate | 100 479211 | 3260.12 Meas 
@ 79236 SLO01 3 10.64mm Slate 1000: 47W9210 | 16109.74 
@ 79237 SLO0S 4 11.61mm Slate 100 479213 | 4127.09 EcoFlex® UNSHIELDED Sepp 
PIM_208448 MULTICONDUCTOR CONTROL Osa Alp haWi re 
i. CABLE 


Cables you pr Service you deserve. 
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EcoFlex® UNSHIELDED MULTICONDUCTOR CONTROL EcoFlex® UNSHIELDED MULTICONDUCTOR CONTROL CABLE (CONT.) 
SF as 
cen No. of External Spool Spool 
EcoFlex® Cable — Smaller, Lighter, Tougher, © Bend radius: 5x static and ee Mfg. Part No. Conductors Diameter_| Color Size Stock No. 1-2+ 
Recyclable, Flexible lexing A G 20 AWG, 10 x 30AWG 
: le age ‘. © 79006 SLO05 9 7.52mm Slate | 100 47w9021_ | 1323.62 
Agee ae non-halogenated and 100% 105°C static: eC to 105°C C € © 79006 SLO01 9 752mm Slate 1000 479020 5725.57 
recyclable lexing @ 79007 SLO05 12 7.7mm Slate 1001 47W9023 1565.15 
© Compact for moderate flex applications @ Jacket thickness: 20-16 AWG 0.035” (0.89mm), @ 79007 SLO01 42 7.7mm Slate 4000 479022 8217.96 
Acne eters tea ea elie oO ale © 79008 SLO0S 18 886mm | Slate | 100% | 47w9025 | 2097.49 
© Up to 32% smaller diameter than PVC, PE and © ULAWM 21819 (600V, 105°C) @ 79008 SLO01 18 8.86mm Slate 1000 47w9024 | 11795.32 
Tine tne BANG, 16 HANG 
@ Handles temperature extreme to -40°C © Suitable for NFPA 79 applications © 79010 SLOOS 2 5.28mm Slate 100 479027 539.95 
: Up : 2 % lower outgassing compared to PVC 7 sen sel snl test @ 79010 SLO01 2 5.28mm Slate 1000 47/9026 1927.24 
© Recyclable mPPE thermoplastic insulation and @uL resommised, Cohcerie| CE compliant S201 S [005 : Some id 100 eiNitzs ASSN 
jacket @ RoHS, REACH, WEEE compliant @ 79011 SLO01 3 5.56mm Slate | 1000 47w9028 | 3497.42 
© Stranded tinned-copper conductors @ 79012 SLO05 4 5.99mm Slate 100 47W9031 957.42 
EcoFlex® unshielded multiconductor control cable combines better performance with a minimum environmental @ 79012 SLO01 4 5.99mm Slate 1000: 47W9030 4096.95 
Ce eat antae tanta eeoey roan, emasims [8 [ eonm | Seto [con _ a 
(Modified Polyphenylene Ether) is 25% to 40% lower than other insulation materials and along with the reduced © 79013 SLOO1 5 6.5mm Slate 1000 479032 4379.74 
wall thickness, the low specific gravity yields significant weight savings of up to 55%. Superior dielectric @ 79014 SLO05 7 7.04mm Slate 100} 47W9035 1360.14 
La a i Mat pet maa possible, while maintaining the same electrical properties as @ 79014 SLOO1 7 704mm Slate 7000 47W9034 7261.35 
- @ 79015 SLO01 9 8.74mm Slate 1000 47w9036 | 8132.40 
er — or Cae © 79016 SL001 2 897mm | Slate | ‘tooon | 47w9038 | 9697.83 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ @ 79017 SL005 18 10.44mm Slate 100) 479041 2938.87 
28 AWG, 7 x 36AWG 16 AWG, 26 x 30AWG 
@ 79061 SLOOS 2 3.61mm Slate 100 55W4950 338.47 © 79019 SLOOS 2 5.99mm Slate 100 47w9043_ | 1007.63 
© 79061 SLO01 2 3.64mm Slate | 1000 55w4949 | 1272.01 © 79019 SLOO1 2 5.99mm Slate | 1000 47w9042_ | 4744.26 
@ 79062 SLO05 3 3.73mm Slate 100 55W4952 347.04 @ 79020 SLO05 3 6.32mm Slate 100 47w9045_| 1108.42 
@ 79062 SLO01 3 3.73mm Slate 1000 55w4951 | 1459.12 @ 79021 SLO05 4 6.86mm Slate 100 47w9047_ | 1219.26 
26 AWG, 7 x 34AWG @ 79021 SLO01 4 6.86mm Slate | 1000 47w904e | 5740.59 
@ 79056 SLO05 2 3.81mm Slate 100 55w4940 348.66 @ 79022 SLOOS 5 747mm Slate 100 47w9049 | 1443.20 
@ 79056 SLOO1 2 3.81mm Slate 1000} 55w4939 | 1272.01 @ 79022 SLO01 5 747mm Slate 1000 479048 | 6097.52 
@ 79057 SLO05 3 3.96mm Slate 100) 55w4942 357.43 @ 79023 SLO0S 7 8.1mm Slate 1001 479051 1764.40 
© 79057 SLOO1 3 3.96mm Slate | 1000 55w4941 | 1459.12 © 79024 SLOO5 9 10.16mm_| Slate 1001 479053 | _ 2197.74 
@ 79058 SLO05 4 422mm Slate 100: 55W4944 446.61 @ 79025 SLO05 12 10.44mm Slate 100) 47W9055 2835.09 
@ 79058 SLO01 4 4.22mm Slate 1000: 55w4943 1812.48 @ 79026 SLO05 18 12.22mm Slate 100 47W9057 4789.17 
@ 79059 SLO05 6 4.8mm Slate 100) 55w4946 647.58 @ 79026 SL001 18 12.22mm Slate 1000 47W9056 | 19572.39 
@ 79059 SLO01 6 4.8mm Slate 1000 55w4945 | 2628.16 14 AWG, 41 x 30AWG 
@ 79060 SLO05 8 5.49mm Slate 100 554948 841.90 @ 79028 SLOOS 2 6.76mm Slate 100 479059 875.10 
@ 79060 SLO01 8 5.49mm Slate 1000 55w4947 | 3416.55 @ 79028 SLO01 2 6.76mm Slate 1000 47w9058 | 3705.91 
24 AWG, 19 x 36AWG @ 79029 SLO05 3 7.44mm Slate 100 47w9061 | 1263.77 
@ 79050 SLOOS 2 4.11mm Slate 100 55w4928 359.16 © 79030 SLO0S 4 7.8mm Slate 100 47W9063_ | 1411.59 
@ 79050 SLO01 2 4.1mm Slate | 1000 55w4927 | 1375.74 © 79030 SLOO1 4 7.8mm Slate | 1000 47W9062_ | 7020.59 
@ 79051 SLO05 3 4.29mm Slate 100 55W4930 368.17 @ 79031 SLOO5 5 8.51mm Slate 100 47w9065 | 1695.36 
@ 79052 SLOOS 4 4.6mm Slate 100 55w4932 460.03 @ 79031 SLO01 5 8.51mm Slate 1000 47w9064 | 9176.21 
@ 79052 SLO01 4 4.6mm Slate 1000 55w4931 | 1866.85 @ 79032 SLO05 7 9.25mm Slate 100 47w9067_ | 2404.11 
@ 79053 SLO05 6 5.26mm Slate 100 55W4934 667.05 @ 79033 SLO0S 9 11.66mm Slate 100 47w9069_ | 3014.82 
@ 79053 SLO01 6 5.26mm Slate 1000 55w4933_ | 2706.99 @ 79033 SLOO1 9 11.66mm Slate 1000 47W9068 | 12964.36 
@ 79054 SLO05S 8 6.05mm Slate 100) 55W4936 867.12 @ 79034 SL005 12 12.01mm Slate 100 47w9071 3900.59 
© 79054 SLO01 8 6.05mm Slate | 1000 55W4935 | 3519.07 © 79034 SLOO1 12 12.01mm_| Slate | 1000 479070 | 16735.93 
@ 79055 SLO05 10 6.53mm Slate 100 55W4938 | 1127.30 @ 79035 SLO0S 18 14.12mm Slate 100 47w9073_ | 6308.38 
@ 79055 SLO01 10 6.53mm Slate | 1000 55W4937_ | 4574.81 12 AWG, 65 x 30AWG 
22 AWG, 19 x 34AWG @ 79037 SLOO5 3 8.28mm Slate 100 47w9075 | 4449.61 
@ 79044 SLO05 2 447mm | Slate | 100 55w4916 | 404.40 © 79037 SLO01 3 8.28mm__| Slate | 1000 479074 | 8408.81 
@ 79044 SLO01 2 4.47mm Slate 1000} 55w4914 | 1377.71 @ 79038 SLOOS 4 9.09mm Slate 100 47w9077_| 1835.12 
@ 79045 SLO05 3 4.67mm Slate 100i 55W4918 525.67 @ 79038 SLO01 4 9.09mm Slate 10001 47w9076 | 9126.74 
© 79045 SLO01 3 4.67mm Slate | 1000 55W4917 | 1791.03 © 79039 SLOOS 5 9.96mm Slate 100 47w9079__| 2203.95 
@ 79046 SLO05 4 5.03mm Slate 100 55W4920 627.31 @ 79039 SLOO1 5 9.96mm Slate | 1000 479078 | 11929.06 
@ 79047 SLO05 6 5.79mm Slate 100 55w4922 771.53 @ 79040 SLO05 7 10.87mm Slate 100 47w9081 | 3125.33 
© 79047 SLOO1 6 5.79mm Slate | 1000 55w4921 | 3405.77 @ 79040 SLOO1 7 10.87mm | Slate | 1000 47w9080 | 15181.19 
@ 79048 SLO05 8 6.71mm Slate 100 55w4924 950.13 10 AWG, 105 x 30AWG 
@ 79048 SLO01 8 6.74mm Slate 1000 55w4923 | 4466.16 @ 79041 SLOOS 3 9.65mm Slate 100 479083 | 1884.47 
© 79049 SLOO5 10 7.26mm Slate 100 55w4926 | 1418.97 © 79041 SLOOt 3 9.65mm Slate__|_ 1000 47W9082_| 10931.45 
20 AWG, 10 x 30AWG @ 79042 SLO05 4 10.74mm Slate 100 47w9085 | 2385.63 
@ 79001 SLOO5 2 4.67mm Slate 100) 47w9011 448.42 @ 79043 SLO0S 5 11.81mm Slate 1001 47w9087 | 2865.18 
@ 79001 SLOO1 2 4.67mm Slate 1000} 47w9010 | 1650.56 @ 79043 SLO01 5 11.81mm Slate 10001 47w9086 | 13210.31 
@ 79002 SLO05 3 4.9mm Slate 100 47W9013 560.58 PIM_208446 
@ 79002 SLO01 3 4.9mm Slate | 1000 47w9012_ | 2063.18 
@ 79003 SLO05 4 5.26mm Slate 100: 479015 706.71 EcoFlex® PUR UNSHIELDED Eebioien 
@ 79003 SLO01 4 5.26mm Slate | 1000 47w9014 | 3519.16 MULTICONDUCTOR CONTINUOUS COs Alp h aWire 
@ 79004 SLO0S 5 5.69mm | Slate | 100 47w9017_| 927.57 FLEX CABLE pr Sieeayebane 
@ 79004 SLO01 5 569mm Slate 1000 47w9016 | 4022.18 
@ 79005 SLO05 7 6.4mm Slate 100 47w9019 | 1189.22 
@ 79005 SLO01 7 6.1mm Slate 1000 47w9018 | 4469.10 
> CONTINUED > > CONTINUED > 
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DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


EcoFlex® PUR UNSHIELDED MULTICONDUCTOR CONTINUOUS FLEX EcoFlex® PUR UNSHIELDED MULTICONDUCTOR CONTINUOUS FLEX 
CABLE (CONT.) CABLE (CONT.) 
Price per 
” No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-9+ 
16 AWG, 65 x 34AWG 
Features: © Jacket thickness: 0.032” @ 80045 SLO05 7 7.87mm Slate 100 49Y4054 656.49 
© Eco-friendly, zero halogen, recyclable, and (0.81mm) except 10 AWG 0.053” (1.35mm) @ 80046 SLOOS 9 9.8mm Slate 100 49Y4055 818.90 
reduced diameter © Bend radius: 4x cable dia. (static), 6x cable dia. 
© Up to 40% smaller and 44% lighter than other (dynamic) © 80047 SLO0S 12 10.19mm_| Slate 100 49¥4056_ | 1032.35 
600V continuous flex cable saving significant © Voltage rating: 600V @ 80048 SLO05 18 11.94mm Slate 100 49Y4057 1401.74 
space and weight © Temperature range: -50°C to +90°C (static), 5 13.92 SI 100 A9Y4058 
e Exceptional resistance to abrasion, oils, solvents, -40°C to +80°C (dynamic) dd alll ce MeSH 
and UV radiation © ULAWM 21959 (600Vrms, 90°C) 14 AWG, 105 x 34AWG 
@ Provides 8+ million flex cycles in tough applica- @ CSAAWM I/II A/B FT2 @ 80052 SLO05 3 6.98mm Slate 100 49Y4060 521.47 
tions, indoors and out @ Meets EN60332-1, EN60332-2 flame behavior 
’ ' 4 7.65 S) 100 49Y4061 
Specifications: @ Meets EN60754-2 acid gas generation 2 S09 SEW mn ae ilo 
© Finely stranded tinned-copper conductors, © Meets EU Low Voltage Directive 2066/95/EC © 80054 SLOOS 5 8.36mm Slate 100) 49Y4062 142.16 
EN60228 Class 6 @ UL recognized, CSA certified, ROHS and WEEE @ 80055 SLO05 7 9.09mm Slate 100 49Y4063 819.24 
@ Thin-wall mPPE thermoplastic insulation — Black, compliant © 80056 SLOO5 9 114mm Slate 100 49Y4064 1146.39 
numbered with one green/yellow conductor 
© Zero halogen PUR (polyurethane) jacket, Slate @ 80057 SLO0S 12 11.86mm Slate 1001 49Y4065 | 1486.87 
EcoFlex® PUR unshielded multiconductor continuous flex cable combines high performance with a minimum @ 80058 SLO0S 18 13.97mm Slate 100 49Y4066 | 1751.18 
environmental impact. Contains no halogens, phthalates, or heavy metals enabling it to meet RoHS and WEEE @ 80059 SLO05 25 17.42mm Slate 100 49Y4067 2529.71 
requirements. Designed to provide better performance in a smaller package, yet tough enough for demanding 12 AWG, 168 x 34AWG 
applications in industrial and construction machinery, assembly and production lines, agricultural equipment, i 
and mining. Sold in 100’ spools. @ 80060 SLO05 3 9.07mm Slate 100 49Y4068 747.44 
Paceper @ 80061 SLO05 4 9.98mm | Slate | 100 49v4069 | 852.74 
No. of External Spool Spool @ 80062 SLO05 5 10.97mm Slate 1001 49Y4070 1033.09 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-9+ @ 80063 SL005 7 12.01mm Slate 1001 49Y4071 1277.64 
28 AWG, 19 x 40AWG @ 80064 SLO05 9 16.31mm Slate 1001 49Y4072 1752.05 
© 80001 SLOOS 2 3.56mm Slate 100 4974010 247.81 10 AWG, 259 x 34AWG 
@ 80002 SLO05 3 3.71mm Slate 100 49Y4011 272.80 @ 80065 SLO05 3 11.79mm Slate 100: 49Y4073 1109.25 
26 AWG, 19 x 38AWG @ 80066 SLO05 4 12.9mm Slate 100 4974074 1272.53 
@ 80003 SLOOS 2 3.81mm Slate 100 49v4012 306.51 @ 80067 SLO0S 5 14.12mm | Slate 100 49Y4075 | 1531.69 
© 80004 SLO0S 3 3.96mm Slate 100) 49Y4013 334.11 @ 80068 SLO0S 7 15.39mm_ | Slate 100 49Y4076 | 2051.35 
© 80005 SLOOS 5 4.55mm Slate 100 49Y4014 351.75 PIM_5465925 
@ 80006 SLO05 7 488mm Slate 100 49Y4015 385.86 —_- ——————— _ 
jes s0007 St00S s 587mm | Slate | 100 | 49v4016 | 633.32 |NDIVIDUALLY SHIELDED PAIRED AUDIO, CONTROL, BELDEN 
2A ANG, 19x S6AWG INSTRUMENTATION AND COMPUTER CABLE 
@ 80008 SLO05S 2 4.01mm Slate 100 49Y4017 255.18 SENDING ALL THE RIGHT SIGNALS 
@ 80009 SLO05S 3 4.19mm Slate 100 49Y4018 345.52 Osa 
@ 80010 SLO05 5 483mm Slate 100 49Y4019 447.45 Available 
© 80011 SLO05 7 5.18mm Slate 100 49Y4020 355.29 
@ 80012 SLO05S 9 6.27mm Slate 100 49Y4021 457.40 
@ 80013 SLO05 10 6.3mm Slate 100 49Y4022 692.03 
8777 
22 AWG, 19x 34AWG Features polypropylene insulated tinned copper conductors. Each twisted pair individually shielded with 
© 80014 SLOOS 2 4.37mm Slate 100 494023 332.96 Beldfoil® aluminum foil-polyester tape. Stranded tinned copper drain wire. Overall chrome PVC jacket. NEC 
@ 80015 SLO05 3 4.57mm Slate 100 494024 363.07 Type CM. Mfg. part nos. 8774, 8777 and 8778 have capacitance: 30pF/Ft.; mfg. part no. 8723 capacitance: 
@ 80016 SLO0S 4 4.95mm Slate 100 49Y4025 327.27 33pFIFt. 
© 80017 SLO05 6 572mm | Slate | 100 49v4026 | 445.28 Ee per 
9 6.98 Si 100 4974027 No. of External Spool poo 
@80018 SEOs us — ves Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
@ 80019 SLO05S 10 7.01mm Slate 100 494028 527.26 22 AWG, 7 x 30AWG 
20 AWG, 26 x S4AWG 750 3 100 Aov4009 @ 8723 060U500 2 4.064mm Chrome 500ft 02F5311 741.01 
© 80020 SLO05 : — > ale = aya ea) @ 8723 06001000 2 4.064mm | Chrome | 1000 | 87K2826 | 1482.03 
A : = ; = on — pine © 8723 060100 2 4064mm | Chrome | 100 87K2827_ | 176.00 
© 80022 SLO05 : a - ae ~- oe. SZ © 8777 060U500 3 6.934mm | Chrome | 500 87K7281_ | 1620.62 
SUES STN ; on ; sid on —- Be aies © 8777 060100 3 6.934mm | Chrome | oot | 025624 | aa5.35 
@ 80024 SLO0S - — : ae at ava 5026 © 8777 060250 3 6.934mm | Chrome | 250% |  02F5625 963.37 
© 80025 SLO05 = —— : ae “ai —— poe) © 8777 060500 3 6.934mm | Chrome | 500 1101545 | 1620.62 
© 80026 SLO05 ue = - ate ~ aaa SS.69) © 8777 0601000 3 6.934mm | Chrome | 1000 | o2F6152 | 3241.23 
© 80027 SLO05 8 = - ales ~ saat 103589 © 8778 060100 6 8.941mm | Chrome | oot | 87K7282 | 769.10 
© 80028 SLO05 2 am : ae — eee LOIHSO © 8778 060500 6 8.941mm | Chrome | Soot | 02F6153 | 3295.63 
© 80029 SLO0S = Oe ; ae 00 aa L © 8778 0601000 6 8.941mm | Chrome | 1000 87K1808 | 6032.90 
© 80030 SLO05 - “ — - ate — avanis 128828) © 8774 060100 9 10414mm | Chrome | 100 87K7276_| 1694.55 
sn na aie 53mm ate HSE IE) © 8774 060500 9 t0414mm | Chrome | Soon | 02F6155 | 6644.06 
Hae Sal @ 8774 0601000 9 10.414mm Chrome 1000 02F6156 =| 14254.52 
@ 80032 SLO05 2 4.93mm Slate 100 49Y4041 372.44 
@ 80033 SLOO5 3 5.18mm | Slate | 100 49v4042 | 350.64 PIM-@087 
@ 80034 SLO05 4 5.61mm Slate 100 49Y4043 395.37 
© 80035 SLO0S 5 607mm | Slate | toot | 49v4o44 | 473.69 INDIVIDUALLY SHIELDED PAIRED AUDIO, oe iar BELDEN 
© 80036 SLOOS 7 6.55mm Slate 100) 49Y4045 523.33 CONTROL, INSTRUMENTATION AND Available 
COMPUTER CABLE SENDING ALL THE RIGHT SIGNALS 
@ 80037 SLO05S 9 8.08mm Slate 100 49Y4046 707.42 
@ 80038 SLO05 12 8.38mm Slate 1001 49Y4047 889.96 Al 
@ 80040 SLO05 25 11.33mm Slate 100 494049 1478.68 7 ° 
16 AWG, 65 x 34AWG 9990 
@ 80041 SLO05 2 5.79mm Slate 100: 49Y4050 333.91 Features polyethylene insulated tinned copper conductors except mfg. part nos. 8774 and 9768 which are 
polypropylene insulated. Each twisted pair individually shielded with Beldfoil® aluminum foil-polyester tape. 
© 80042 SLO05 a 612mm — 100 eoraos 405.31 Stranded tinned copper drain wire. Overall chrome PVC jacket. Capacitance for mfg. part nos. 9991 and 9992 
@ 80043 SLO05 4 6.68mm Slate 100 49¥4052 466.87 is 25pF/Ft.; for mfg. part nos. 8774, 9768, 9873-9875, 9773 and 9774 is 30pF/ft. Nominal impedance: 500 
@ 80044 SLO05S 5 7.24mm Slate 100 49Y4053 553.88 except mfg. part nos. 9990-9992, 600. 
> CONTINUED > > CONTINUED > 
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ATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


INDIVIDUALLY SHIELDED PAIRED AUDIO, CONTROL, INSTRUMENTATION EcoCable® SUPRA-SHIELD® FOIL+BRAID SHIELDED MULTICONDUCTOR 


AND COMPUTER CABLE (CONT.) CONTROL CABLE (CONT.) 
Price per Price per 
No. of External Spool Spool No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ 
24 AWG, 7 x 32AWG 22 AWG, 7 x 30AWG 
@ 9990 060500 3 6.477mm Chrome 500: 04F5166 1961.25 @ 77205 SLO05 t 6.27mm Slate 100 47W8943 1503.72 
@ 9990 0601000 3 6.477mm Chrome 1000: 04F5167 3922.50 @ 77205 SLO01 L 6.27mm Slate 1000: 47W8942 7270.53 
@ 9991 060100 6 8.382mm Chrome 100) 04F5168 834.29 @ 77206 SLO05 12 7.72mm Slate 100) 47W8945 2051.86 
@ 9991 060500 6 8.382mm Chrome 500 87K7510 3509.47 @ 77206 SLO01 12 7.72mm Slate 1000: 47W8944 8892.51 
@ 9991 0601000 6 8.382mm Chrome 1000: 04F5170 7018.94 20 AWG, 7 x 28AWG 
@ 9992 060100 9 9.728mm Chrome 100) 04F5171 1286.14 @ 77207 SLO05 4 6.02mm Slate 100) 47W8947 1182.16 
@ 9992 060500 9 9.728mm Chrome 500) 04F5172 | 5409.92 @ 77207 SLO01 4 6.02mm Slate 1000 47w8946_ | 5146.01 
@ 9992 0601000 9 9.728mm Chrome 1000: 04F5173 |10819.84 @ 77208 SLO05 5 6.45mm Slate 100) 47W8949 1512.55 
22 AWG, 7 x 30AWG @ 77208 SL001 5 6.45mm Slate 1000} 47W8948 5386.39 
@ 8774 060100 9 10.414mm Chrome 100) 87K7276 1694.55 @ 77209 SLO01 7 6.88mm Slate 1000} 47W8950 7203.90 
@ 8774 060500 9 10.414mm Chrome 500 02F6155 6644.06 @ 77210 SLO05 9 7.82mm Slate 100) 47W8953 1922.62 
@ 8774 0601000 9 10.414mm Chrome 1000: 02F6156 =| 14254.52 @ 77210 SLO01 9 7.82mm Slate 1000: 47W8952 8747.38 
@ 9768-1000-60 12 11.786mm Chrome 1000: 02F5691 19385.22 @ 77211 SLO05S 12 8.56mm Slate 100 47W8955 2381.30 
@ 9768 060100 12 11.786mm Chrome 100) 02F5688 2304.38 @ 77211 SLO01 12 8.56mm Slate 1000: 478954 | 10748.32 
@ 9768 060500 12 11.786mm Chrome 500 02F5690 9692.61 @ 77212 SLO05S 19 9.8mm Slate 100) 47W8957 3390.98 
20 AWG, 7 x 283AWG @ 77212 SL001 19 9.8mm Slate 1000: 47W8956 | 12546.45 
@ 9873 060100 3 8.661mm Chrome 100! 87K7396 561.25 18 AWG, 16 x 30AWG 
@ 9873 060500 3 8.661mm Chrome 500: 87K7398 2200.94 @ 77213 SLO05 2 5.84mm Slate 100 47W8959 878.67 
@ 9873 0601000 3 8.661mm Chrome 1000: 87K7397 4722.01 @ 77213 SLO01 2 5.84mm Slate 1000! 47W8958 4197.13 
@ 9874 060100 6 11.303mm Chrome 100) 02F5698 1199.32 @ 77214 SLO05 3 6.12mm Slate 100) 47W8961 1272.21 
@ 9874 060500 6 11.303mm Chrome 500 02F6175 5044.59 @ 77214 SLO01 3 6.12mm Slate 1000: 47W8960 6059.37 
@ 9874 0601000 6 11.303mm Chrome 1000: 02F5700 |10089.18 @ 77215 SLO05S 4 6.55mm Slate 100) 47W8963 1418.86 
@ 9875 060100 9 14.097mm Chrome 100) 02F5701 1835.67 @ 77215 SLO01 4 6.55mm Slate 1000: 47W8962 6502.29 
@ 9875 060500 9 14.097mm Chrome 500 02F5702 7721.45 @ 77216 SLO05S 5 7.06mm Slate 100) 47W8965 1665.28 
@ 9875 0601000 9 14.097mm Chrome 1000: 02F5703 | 15442.90 @ 77216 SLO01 5 7.06mm Slate 1000 47W8964 7743.58 
18 AWG, 19 x 30AWG @ 77217 SLO05 7 7.59mm Slate 100) 478967 2082.23 
@ 9773 060100 3 10.262mm Chrome 100) 02F5713 626.51 @ 77218 SLO05 9 8.66mm Slate 100) 47W8969 2552.77 
@ 9773 060500 3 10.262mm Chrome 500 02F5714 2634.91 @ 77218 SLO01 9 8.66mm Slate 1000: 47W8968 =| 11545.95 
@ 9773 0601000 3 10.262mm Chrome 1000) 87K6363 5269.83 @ 77219 SLO05 12 9.5mm Slate 100 47W8971 3054.39 
@ 9774 060100 6 14.224mm Chrome 100) 02F5716 1614.33 @ 77219 SL001 12 9.5mm Slate 1000: 478970 = | 11887.11 
@ 9774 060500 6 14.224mm Chrome 500 02F6182 6789.90 @ 77220 SLO05 15 10.29mm Slate 100) 47W8973 3676.66 
@ 9774 0601000 6 14.224mm Chrome 1000: 02F5718 | 13579.80 @ 77220 SL001 15 10.29mm Slate 1000 47W8972 =| 13883.86 
PIM_6086 @ 77221 SLO05 19 10.97mm Slate 100: 47W8975 4326.71 
aS SS Sa SS SSS aaa @ 77221 SLO01 19 10.97mm Slate 1000 47W8974 | 15681.44 
EcoCable® SUPRA-SHIELD® Bae 16 AWG, 19 x 0.297mm, (19 x 0.0117”) 
FOIL+BRAID SHIELDED Available &) Al p h aWire 9.27222 sL00s 2 6.45mm Slate 100 47w8977_| 1089.40 
MULTICONDUCTOR CONTROL adsl eascea espaidicte @ 77222 SLO01 2 6.45mm Slate | 1000 473976 | 5313.09 
CABLE © 77223 SLOOS 3 6.76mm Slate 100 478979 _| 1397.70 
ft a = @ 77223 SLO01 3 6.76mm Slate 1000: 47W8978 6908.88 
@ 77224 SLO05 4 7.29mm Slate 100) 478981 1775.93 
EcoCable® — Smaller, Lighter, Tougher, 100% plus a tinned-copper braid = @ 77224 SLO01 4 7.29mm Slate 1000 47W8980_| 8268.25 
Recycle : or Ki . 30 b= NY a) @ 77225 SLO05 5 7.9mm Slate 100 47W8983 2077.88 
@ Eco-friendly, non-halogenated and recyclable e Teer ne -60°C @ 77225 SLOOt 5 Sm Slate Hoon GNSS 9915.54 
© Up to 47% smaller diameter than PVC, PE and 10 105°C C € @® @ 77226 SLO0S 7 8.51mm Slate 100 47W8985_| 2626.73 
e ee 65% lighter than PVC, PE and XLPE : cies eal _ ee i ean ce ee ees 
e Handles ae extreme to -50°C e Jacke color: Slate © 77227 SL005 9 9.78mm Slate 100 CEL 3247.64 
© Up to 87% lower outgassing compared to PVC @ ULAWM 21510 (600V, 105°C) @ 77227 SLO01 9 9.78mm Slate 1000} 478986 | 12826.15 
e Supra-Shield® provides excellent EMI protection e CSAAWM VILAVB FT1 _ @ 77228 SLO05 12 40.77mm Slate 100! 478989 3955.51 
o Rayaabie nPRE thermoplastic insulation and ; Wai © 77228 SL001 a2 10.770 Slate 1000 478988 _| 15395.28 
jacket © IEC 60332-2 flame behavior @ 77229 SLO05 15 11.71mm Slate 100 47\W8991 4699.66 
© Stranded tinned-copper conductors @ UL recognized, CSA certified, CE compliant @ 77229 SLO01 15 11.71mm Slate 1000 47w8990 | 19189.59 
© Supra-Shield® — halogen-free aluminum mylar foil @ RoHS, REACH, WEEE compliant 
EcoCable® Supra-Shield® foil+braid shielded multiconductor control cable combines better performance with Sie sts i eosin vile du ATANSES SERLEBS 
a minimum environmental impact. Contains no halogens, phthalates,or heavy metals enabling it to meet RoHS, © 77230 SLO01 19 12.5mm Slate 1000 47W8992_| 22497.62 
REACH, and WEEE requirements for the elimination of hazardous substances and recyclability. Low 1.03 14 AWG, 41 x 30AWG 
specific gravity of mPPE (Modified Polyphenylene Ether) is 25% 0 40% lower than other insulation materials @ 77231 SLO05 2 732mm Slate 100 47W8995 1411.46 
and along with the reduced wall thickness, the low specific gravity yields significant weight savings of up to 65%. 
Superior dielectric properties of mPPE make a reduced wall thickness possible, while maintaining the same © 77231 SLOO1 2 732mm Slate 1000) 478994 7145.21 
electrical properties as a thicker PVC. Sold in 100’ and 1000’ spools. @ 77232 SLO05 3 7.7mm Slate 100 478997 1795.47 
Price per @ 77232 SLO01 3 7.7mm Slate 1000: 47W8996 8571.20 
No. of External Spool |_ Spool = @ 77233 SLO05 4 8.36mm | Slate | 100 47W8999_| 2265.90 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-2+ @ 77233 SLOO1 4 8.36mm Slate 1000 478998 | 41807.55 
24 AWG, 7 x 32AWG © 77234 SL005 7 98mm | Slate | 100 | 47w9001 | 3448.19 
© 77201 SLO0S 4 516mm | Slate_| 100 47W8935_| 858.76 © 77234 SLOO1 7 9.8mm Slate | 1000 | 47wg9000 |11928.43 
© 77201 SLOO1 7 §.16mm_| Slate _| 1000 | RREGITEG Samm irs2e0152 © 77235 SL005 9 1135mm | Slate | toon | 47W9003 | 4268.53 
© 77202 SLO05 7 5.82mm__|_Slate_| 100 478937 _| 1481.05 © 77235 SLO01 9 11.35mm | Slate | ‘toot | 47w9002 |46511.39 
© 77202 SLO01 q 5.82mm_| Slate | 1000 [SWS AN RESeuleg © 77236 SL005 12 ‘257mm | Slate | 100 47w9005 | 5228.44 
© 77203 SLO05 12 709mm | Slate_| 100 47we939_|_ 1753.73 © 77236 SLO01 12 7257mm | Slate | 1000R | 47w9004 |20682.19 
© 77203 SLOOt 12 709mm __| Slate | 100% | RRAIWESSCRa|mZGODI © 77237 SL005 15 13.69mm | Slate | 100 47w9007_ | 6322.59 
22 AWG, 7 x 30AWG @ 77237 SLO01 15 13.69mm Slate 1000 47W9006 | 22443.02 
© 77204 SLO05 4 5.5mm | Slate_| 100 47weoal | 1075.54 © 77238 SLOO5 25 17.22mm | Slate | 100 479009 | 10761.92 
© 77204 SL001 4 5.5imm__| Slate} 1000% | 47W8940_| 4067.83 © 77238 SLOO1 5 1722mm | Slate | ‘1000n | 47w9008 |35547.56 
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DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


LOW-SMOKE, ZERO-HALOGEN (LSZH) SHIPBOARD BELDEN EcoCable® FOIL SHIELDED MULTICONDUCTOR CONTROL CABLE (CONT.) 


AUDIO/VIDEO CABLE Price per 
® Delivers high-end A/V quality \ hg SENDING ALL Lapa SIGNALS 96: ak sternal Spool Spool 
: plate Es oral for Geena Mfg. Part No. Conductors Diameter | Color Size Stock No. 1-9+ 
Available 
@ Ideal for private yachts and commerical ships offs « 24 AWG, 7 x 32AWG 
Fast, easy installation — no special installing Buylliante @ 77102 SLO05 2 6.48mm Slate 100: 47W8845 361.16 
techniques or equipment required en @ 77102 SLO01 2 6.48mm Slate 1000! 47W8844 1413.06 
e Exclusive 10-year manufacturer's warranty © 77103 S005 3 406 5 700 478847 
LSZH series shipboard A/V cable is designed saul ae cally 
to implement a wide range of shipboard audio, @ 77103 SLO01 3 4.06mm Slate 1000ft 47W8846 1795.45 
video, multimedia, security, networking and control @ 77104 SLO05 4 4.24mm Slate 100 47W8849 475.74 
applications. These shielded paired and coaxial 
cable feature copper conductors, black, low-smoke, © 77104 SLO : mcs —_ a emvetss CU 
zero-halogen (LSZH) jackets, and are fully-compliant @ 77105 SLO05 5 4.55mm Slate 100 47W8851 323.73 
with industry and global environmental standards including IEEE 45 and applicable sections of IEC 60092-376 @ 77105 SLO01 5 455mm Slate 4000ft 478850 2415.99 
for low-smoke and zero-halogen. Sold in 1000’ spools. @ 77106 SLO05 7 488mm Slate 700 77w8853 
Single- and multi-paired cable features insulated twisted tinned copper pairs and Beldfoil® aluminum foil- = : 197.92 
polyester tape shielding. Mfg. part nos. 1350SB is Datalene® foam high-density PE insulated and 9451SB is @ 77106 SLO01 7 4.88mm Slate 1000ft 478852 3513.04 
polypropylene insulated; both have 100% overall shield. Mfg. part nos. 8723SB and 8777SB are polypropylene @ 77107 SLO05S 9 521mm Slate 100} 478855 941.49 
insulated, individually shielded pairs. Mfg. part no. 1502SB has a shielded Datalene® foam high-density PE 
insulated data pair and unshielded polypropylene insulated power pair. @ 77107 SLO01 9 5.2imm Slate 1000 478854 4145.41 
Multipaired Shielded Shipboard Cable @ 77101 SLO05 12 5.92mm Slate 100) 47W8843 1082.75 
Price per @ 77101 SLO01 12 5.92mm Slate 1000 47/8842 4767.20 
No. of External Spool Spool 22 AWG, 7 x 30AWG 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ @ 77109 SLO05 2 4.37mm Slate 100: 47W8859 406.49 
24 AWG, 7 x 32AWG, AES/EBU Digital Audio Shipboard Cable @ 77109 SLO01 2 437mm Slate 1000ft 47W8858 1535.05 
@ 1350SB 0101000 1 4.547mm Black 1000ft 18M1295 1008.73 @ 77110 SLO05 3 4.57mm Slate 100 478861 500.11 
22 AWG, 7 x 30AWG, Audio Control Interconnect Shipboard Cable @ 77110 SLO01 3 4.57mm Slate 1000ft 47W8860 2225.48 
@ 8723SB 0101000 2 4.978mm Black 1000ft 66K6057 1309.98 @ 77111 SLO0S 4 4.9mm Slate 100 47/8863 617.91 
22 AWG, 7 x 30AWG, Audio, Control and Instrumentation Shipboard Cable @ 77111 SLO01 4 4.9mm Slate 1000ft 47W8862 2590.52 
@ 9451SB 0101000 1 4.064mm Black 1000ft 66K6060 anos) @ 77112 SLO05 5 5.28mm Slate 100 47/8865 711.50 
@ 8777SB 0101000 3 6.934mm Black 1000ft 66K6058 1996.74 @ 77112 SLO01 5 §.28mm Slate 1000ft 47/8864 2818.81 
22 AWG, 7 x 30AWG, 16 x 30AWG, Multimedia Control Shipboard Cable @ 77113 SLO05 7 5.66mm Slate 100 478867 821.42 
@ 1502SB 0101000 2 6.477mm Black 1000ft 30M7012 1384.32 @ 77113 SLO01 7 5.66mm Slate 1000ft 47W8866 4725.85 
PIM_90493 @ 77114 SLO05 9 6.48mm Slate 100) 47W8869 1045.46 
@ 77114 SLO01 9 6.48mm Slate 1000 47/8868 4831.86 
Coaxial Shipboard Cable @ 77108 SLO05 12 7.4mm Slate 100 47/8857 1266.81 
Mfg. part nos. 1694SB and 7731SB coaxial cable features bare copper conductor, foam high-density PE @ 77108 SLO01 12 741mm Slate 1000 478856 5577.63 
insulation, and Duofoil® aluminum foil-polyester tape-aluminum foil shield plus a tinned copper braid. Mfg. part 20 AWG, 7 x 28AWG 
no. 9116SB features a bare copper-covered steel conductor, foam PE insulation, and Duobond@II aluminum - 
foil-polyester tape-aluminum foil shield plus an aluminum braid. All coaxial cable have overall black LSZH © 77116 SLO05 3 5mm Slate 100 478873 586.09 
jackets. @ 77116 SLO01 3 5mm Slate 1000ft 478872 2396.45 
Price per @ 77117 SLO05 4 5.41mm Slate 100 478875 760.45 
Wire External Spool |_ Spool = @ 77117 SLO01 4 5.41mm Slate | ‘000% | 47w8874 | 3404.26 
Mfg. Part No. Size | Stranding | Diameter | Impedance | Size | Stock No. 1-4+ @ 77118 SLO05 5 5.84mm Slate 400} 478877 835.48 
RG6, Shipboard CATV Cable @ 77118 SLOO1 5 5.84mm Slate | 1000% | 47w8876 | 3349.68 
@ 9116SB 0101000 | 18AWG Solid 6.96mm 75ohm | 1000ft | 66K6059 | 691.90 @ 77119 SLOOS 7 6.27mm Slate 100 478879 945.89 
RG6, Shipboard Precision Video Cable @ 77119 SLO01 id 6.27mm Slate 1000ft 478878 4392.61 
@ 1694SB 0101000 | 18AWG Solid | 6.96mm 750hm 1000ft | 66K6049 | 4488 40 @ 77120 SLO05 9 721mm Slate 100 478881 1207.24 
RG11, Low Loss Serial Digital Coax Shipboard Cable @ 77120 SL001 9 721mm Slate 1000ft 47W8880 5393.84 
@ 7731SB 0101000 | 14AWG Solid | 10.16mm 750hm 1000ft | 30M7503 | 3683.37 @ 77115 SLOO5 42 795mm Slate 100 478871 1615.39 
PIM_5511193 @ 77115 SLO01 12 7.95mm Slate 1000 47/8870 7815.19 
18 AWG, 16 x 30AWG 
EcoCable® FOIL SHIELDED Sepp fa @ 77124 SLOO5 2 5.23mm Slate 100 47W8889 541.96 
MULTICONDUCTOR CONTROL Available Al ph aWire ©7124 s1001 2 5.23mm Slate | 1000! 47w8888 | 2294.18 
CABLE bls ese testi © 77126 SLO0S 3 551mm Slate 100 478893 780.97 
" @ 77126 SL001 3 5.51mm Slate 1000ft 47/8892 3426.22 
eCCOS —ss emmiz7si0s 4 504mm | Slate | 100 47w8895 | 933.45 
cen @ 77127 SL001 4 5.94mm Slate 1000ft 47/8894 4080.94 
EcoCable® — Smaller, Lighter, Tougher, 100% © Bend radius: 6x Sis 
Recyclable © Voltage rating: 600V = \Y 6 @ 77128 SLO05 5 6.45mm Slate 1001 47W8897 1095.23 
Features © Temperature range: -50°C @ 77128 SLO01 5 6.45mm Slate 1000ft 47W8896_ | 4815.60 
® Eco-friendly, non-halogenated and recyclable to 105°C C € ©) @ 77129 SLO05 7 6.98mm Slate 1001 47w8899 1493.49 
9 P f . ” 
e wee 47% smaller diameter than PVC, PE and ° om 0.032’ wwe © 77129 S001 7 6.98mm Slate 1000} 478898 7374.88 
@ Up to 65% lighter than PVC, PE and XLPE @ Jacket color: Slate @ 77130 SLO05 9 8.05mm Slate 1001 47W8901 1603.32 
@ Handles temperature extreme to -50°C @ ULAWM 21510 (600V, 105°C) @ 77130 SLO01 9 8.05mm Slate 4000ft 47w8900 8624.62 
© Up to 87% lower outgassing compared to PVC @ CSAAWMI/IIABFT1 = 
Specifications © Suitable for NFPA 79 applications @ 77121 SLO0S 12 8.89mm Slate 100 478883 1884.49 
@ Recyclable mPPE thermoplastic insulation and @ Passes UL VW-1 flame test @ 77121 SLO01 12 8.89mm Slate 1000ft 47W8882 9940.79 
« Sranded timed duct © Ucrecognize, CSA certied, CE compliant eee - sen} See ee eee 
randed tinned-copper conductors recognized, certified, CE complian 
@ Halogen-free aluminum mylar foil shield for EMI @ RoHS, REACH, WEEE compliant @ 77122 SL001 15 9.68mm Slate ‘000ft 478884 | 12007.82 
protection @ 77123 SLO05 19 10.36mm Slate 100 47W8887 3140.73 
EcoCable® foil shielded multiconductor control cable combines better performance with a minimum @ 77123 SLO01 19 10.36mm Slate 1000ft 47W8886_ | 14686.78 
environmental impact. Contains no halogens, phthalates,or heavy metals enabling it to meet RoHS, REACH, @ 77125 SLO05 25 12.04mm Slate 100 478891 4063.16 
and WEEE requirements for the elimination of hazardous substances and recyclability. Low 1.03 specific gravity = 
of mPPE (Modified Polyphenylene Ether) is 25% to 40% lower than other insulation materials and along with the © 77125 SLOO1 25 12.04mm Slate 1000 478890 _| 15652.85 
reduced wall thickness, the low specific gravity yields significant weight savings of up to 65%. Superior dielectric 16 AWG, 19 x 0.297mm, (19 x 0.0117”) 
properties of mPPE make a reduced wall thickness possible, while maintaining the same electrical properties as @ 77133 SLO05 2 5.4mm Slate 100 478907 738.49 
a thicker PVC. Sold in 100’ and 1000’ spools. = 
@ 77133 SL001 2 5.84mm Slate 1000ft 47W8906 3307.86 
@ 77134 SLO05 3 6.15mm Slate 100 47/8909 1055.19 
@ 77134 SL001 3 6.15mm Slate 1000ft 47/8908 4593.70 
@ 77135 SLO05 4 6.68mm Slate 1001 478911 1322.02 
@ 77135 SL001 4 6.68mm Slate 1000ft 47/8910 6057.37 
@ 77136 SLO05S 5 7.29mm Slate 100 47/8913 1393.90 
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DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


EcoCable® FOIL SHIELDED MULTICONDUCTOR CONTROL CABLE (CONT.) EcoCable® UNSHIELDED MULTICONDUCTOR CONTROL CABLE (CONT.) 


Price per Price per 
No. of External Spool Spool No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-9+ Mfg. Part No. Conductors Diameter Color Size Stock No. 1-9+ 
16 AWG, 19 x 0.297mm, (19 x 0.0117”) 22 AWG, 7 x 30AWG 
@ 77136 SLO01 5 7.29mm Slate 1000: 47W8912 6342.34 @ 77009 SLO05 5 5.18mm Slate 100) 47W8767 702.20 
@ 77137 SLO05 7 7.9mm Slate 100) 47W8915 1713.13 @ 77009 SLO01 5 5.18mm Slate 1000: 47W8766 2696.91 
@ 77137 SLO01 7 7.9mm Slate 1000: 47W8914 8870.07 @ 77010 SLO05 7 5.56mm Slate 1001 47W8769 784.07 
@ 77138 SLO05 9 9.17mm Slate 100) 47W8917 2130.42 @ 77010 SLO01 7 5.56mm Slate 1000: 47W8768 3843.55 
@ 77138 SLO01 9 9.17mm Slate 1000 47W8916 | 10980.16 @ 77011 SLOOS 9 6.38mm Slate 100) 478771 1002.92 
@ 77131 SLO05 12 10.16mm Slate 100) 47W8903 2745.39 @ 77011 SLO01 9 6.38mm Slate 1000: 47W8770 4556.51 
@ 77131 SLO01 12 10.16mm Slate 1000: 47W8902 | 11832.91 @ 77012 SLO05 19 8.08mm Slate 100 478773 1871.54 
@ 77132 SLO05 15 11.14mm Slate 100) 478905 3360.33 @ 77012 SLO01 19 8.08mm Slate 1000: 478772 8257.66 
@ 77132 SLO01 15 11.1mm Slate 1000: 47W8904 | 13994.53 20 AWG, 7 x 28AWG 
14 AWG, 41 x 30AWG @ 77013 SLO05 3 4.9mm Slate 100) 47W8775 527.17 
@ 77141 SLO05 2 6.71mm Slate 100) 47W8923 907.33 @ 77013 SLO01 3 4.9mm Slate 1000: 47W8774 1940.26 
@ 77141 SLO01 2 6.71mm Slate 1000 478922 | 4225.56 @ 77014 SLO0S 4 5.31mm Slate 100 478777 664.57 
@ 77142 SLO05 3 7.09mm Slate 100) 47W8925 1301.07 @ 77014 SLO01 4 5.31mm Slate 1000: 47W8776 3309.49 
@ 77142 SLO01 3 7.09mm Slate 1000: 47W8924 5856.96 @ 77015 SLO05 9 7.114mm Slate 100 47W8779 1185.51 
@ 77143 SLO05 4 7.75mm Slate 100) 47W8927 1350.74 @ 77015 SLO01 9 7.1mm Slate 1000: 478778 5127.99 
@ 77143 SLO01 4 7.75mm Slate 1000: 47W8926 7211.26 @ 77016 SLO05 12 7.85mm Slate 100) 47W8781 1401.83 
@ 77144 SLO05 5 8.46mm Slate 100! 47/8929 1625.27 @ 77016 SLO01 12 7.85mm Slate 1000: 47W8780 7360.29 
@ 77144 SLO01 5 8.46mm Slate 1000 47W8928 8345.93 @ 77017 SLO05S 15 8.53mm Slate 100) 47/8783 1727.60 
@ 77145 SLO05 7 9.19mm Slate 100) 47W8931 2306.14 @ 77017 SLO01 15 8.53mm Slate 1000: 478782 8174.89 
@ 77145 SLO01 7 9.19mm Slate 1000: 47W8930 | 12518.95 @ 77018 SLO05 19 9.09mm Slate 100) 478785 2269.19 
@ 77146 SLO05 9 10.74mm Slate 100) 47W8933 3090.35 @ 77018 SLO01 19 9.09mm Slate 1000: 478784 | 10541.65 
@ 77146 SLO01 9 10.74mm Slate 1000: 47W8932 | 12624.69 @ 77019 SLO05 25 10.57mm Slate 100) 478787 2994.99 
@ 77139 SLO05 12 11.96mm Slate 100) 47W8919 4202.27 @ 77019 SLO01 25 10.57mm Slate 1000 47W8786 =| 12533.02 
@ 77139 SLO01 12 11.96mm Slate 1000 47W8918 | 16405.73 18 AWG, 16 x 30AWG 
@ 77140 SLO05 15 13.08mm Slate 100) 47W8921_| 4970.58 @ 77020 SLO05 2 5.13mm Slate 100) 47W8789 390.47 
@ 77140 SL001 15 13.08mm Slate 1000: 47/8920 | 18840.21 @ 77020 SLO01 2 5.13mm Slate 1000: 47W8788 1812.41 
PIM_208444 @ 77021 SLO05 3 5.41mm Slate 100: 478791 717.56 
@ 77021 SLO01 3 5.414mm Slate 1000! 47W8790 3289.02 
EcoCable® UNSHIELDED Geperpian : @ 77022 SLO05 4 5.84mm Slate 100 478793 900.37 
MULTICONDUCTOR CONTROL Available &) Al p h aWi re @ 77022 SLO01 4 5.84mm Slate | 1000 478792 | 3852.84 
CABLE Side pa chossniick © 77023 SL005 5 6.35mm | Slate | 100 478795 | 1055.19 
@ 77023 SLO01 5 6.35mm Slate 1000: 478794 4118.74 
a ) eco’ @ 77024 SLO05 7 6.88mm Slate 100) 478797 1449.64 
cen © 77024 SLO01 7 688mm | Slate | ‘000% | 47ws796 | 6828.65 
EcoCable® — Smaller, Lighter, Tougher, 100% ® Voltage rating: 600V @ 77025 SLO05 9 7.95mm Slate 100 47W8799 1551.42 
a eg a a as AL G © 77025 SL001 9 795mm | Slate | 1000 | 47w8798 | 7647.82 
© Eco-friendly, non-halogenated and recyclable © Jacket thickness: 0.032” C € ©) © 77026 SLO0S 12 8.79mm Slate 100 478801 1728.91 
@ Up to 47% smaller diameter than PVC, PE and (0.81mm) wwet @ 77026 SLO001 12 8.79mm Slate 1000) 47W8800 9120.01 
e ee 65% lighter than PVC, PE and XLPE ; Tatety Got 105°C) erite7 S00 ik Sob: ti] Slales | STWESOSIN [es OE19S 
© Handles temperature extreme to -50°C © CSAAWM I/II AB ETA © 77027 SLO01 15 9.58mm Slate | 1000f | 47W8802_ | 11332.75 
e Up to 87% lower outgassing compared to PVC © Suitable for NFPA 79 applications @ 77028 SLO05 19 10.26mm Slate 1001 478805 3040.17 
et eee thermoplastic insulation and ; foci mienites 977025 S00 a ao.2onm Slats 1000 ATWNB804 | 14428.08 
jacket © ULrecognized, CSA certified, CE compliant @ 77029 SLO05 25 11.94mm Slate 1001 47W8807 | 3928.58 
© Stranded tinned-copper conductors @ RoHS, REACH, WEEE compliant @ 77029 SL001 25 11.94mm Slate 1000 47/8806 | 15153.63 
: ae ot i Ided multiconduct trol cabl bines better perf ith ini eS exten 
environmental impact. Contains no halogens, phthalates or heavy metals enabling it fo meet RoHS, REACH, _@ 77030 SL006 : sam [Siete | 100% | ARO ES 
and WEEE requirements for the elimination of hazardous substances and recyclability. Low 1.03 specific gravity @ 77030 SLO01 4 6.58mm Slate 10001 478808 =| 5398.51 
of mPPE (Modified Polyphenylene Ether) is 25% to 40% lower than other insulation materials and along with the @ 77031 SLO05S 5 7.19mm Slate 100} 47W8811 1357.21 
eu al es en ete ay Ys Sra ve cn PES Super SeeE “errmsg [8 | 718mm | sige | toor_| area e740 
a thicker PVC. Sold in 100’ and 1000’ spools. @ 77032 SLO05 7 7.8mm Slate 100) 47W8813 1659.28 
Price per © 77032 SLO01 7 7.8mm Slate | 1000% | 47ws812 | 8187.16 
No. of External Spool Spool @ 77033 SLO05 9 9.07mm Slate 100) 47W8815 2066.80 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-9+ @ 77033 SLOO1 9 9.07mm Slate 10001 47/8814 | 10392.67 
24 AWG, 7 x 32AWG @ 77034 SLO05 12 10.06mm | Slate | 100 47w8817 | 2666.13 
© 77001 SLO0S 2 3.96mm Slate | 100 47W8751__| 346.70 © 77034 S001 12 10.06mm | Slate | 1000 47westé | 13324.51 
© 77001 SLO04 2 3.96mm_| Slate | 1000 | 47W8750_| 1297.01 @ 77035 SLO05 15 41mm Slate | 100 47ws819 | 3293.84 
@ 77002 SLO05 4 444mm Slate 100) 47W8753 432.63 @ 77035 SLO01 15 11mm Slate 1000: 47W8818 | 13680.96 
@ 77002 SLO04 4 444mm | Slate | 100% | ERATWE7S250 |ielize5ied © 77036 SLO0S 19 11.79mm | Slate | 100 478821 | 4954.21 
© 77003 SLOOS 5 4.78mm Slate 100 47W8755_|_501.84 © 77036 SL001 19 11.79mm | Slate | 1000 47w8820 | 20246.78 
© 77003 SLO01 5 4.78mm Slate | 1000 478754 | 2036.57 © 77037 SLO05 25 13.77mm | Slate | 100 47W8823_| 5575.53 
@ 77004 SLO005 7 5.114mm Slate 100) 478757 752.74 @ 77037 SLO01 25 13.77mm Slate 1000: 47W8822 | 22474.66 
@ 77004 SL001 7 5.11mm Slate 1000: 478756 3054.82 14 AWG, 41 x 30AWG 
@ 77005 SLO05 9 5.82mm Slate 100) 478759 888.27 @ 77038 SLO05 2 6.6mm Slate 100) 47W8825 822.96 
@ 77005 SL001 9 5.82mm Slate 1000: 47W8758 | 3604.71 @ 77038 SLO01 9 6.6mm Slate 1000 47/8824 3485.10 
© 77006 SLO0S 19 732mm_| Slate | 100 ATNETES A023) © 77039 SLO05 3 698mm | Slate | 100 478827 | 1188.47 
@ 77006 SLO01 19 7.32mm Slate 1000: 47W8760 7247.83 @ 77039 SLO01 3 6.98mm Slate 1000 47W8826 6082.90 
22 AWG, 7 x 30AWG @ 77040 SLO05 4 7.65mm Slate 100) 47W8829 1504.49 
© 77007 SLO05 2 4.27mm Slate | 100 478763 | 380.31 © 77040 SLO01 4 7.65mm Slate | 1000 47W8828 | 6602.26 
@ 77007 SLO01 2 427mm Slate 1000: 47W8762 1468.37 @ 77041 SLO05 5 8.36mm Slate 100! 47W8831 4594.31 
@ 77008 SL005 4 4.8mm Slate 100 47W8765 419.84 @ 77041 SLOO1 5 8.36mm Slate 1000 47/8830 8629.45 
@ 77008 SLO01 4 4.8mm Slate 1000) 47W8764 | 2312.62 @ 77042 SLOO5 7 9.09mm Slate 100 47W8833 2260.83 
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EcoCable® UNSHIELDED MULTICONDUCTOR CONTROL CABLE (CONT.) EcoCable® MINI FOIL SHIELDED AND SUPRA-SHIELD® FOIL+BRAID 
Price per MULTICONDUCTOR CABLE (CONT.) 
No. of External Spool Spool Price per 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-9+ No. of External Spool Spool 
14 AWG, 41 x 30AWG Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
@ 77042 SL001 7 9.09mm Slate 1000: 47W8832 | 12891.94 22 AWG, 19 x 34AWG 
@ 77043 SLO05S 9 10.64mm Slate 100 478835 2835.20 @ 78132 SLO0S 2 3.3mm Slate 100 86X1278 360.75 
@ 77043 SL001 9 10.64mm Slate 1000ft 47W8834_ | 12191.90 @ 78133 SLO05 3 3.48mm Slate 100 86X1280 332.02 
@ 77044 SLO05 12 11.86mm Slate 100 478837 3668.19 @ 78134 SLO0S 4 3.78mm Slate 100 86X1282 381.71 
@ 77044 SL001 12 11.86mm Slate 1000: 47W8836_ | 15738.73 @ 78136 SLO0S 6 4.5mm Slate 100 86X1286 481.89 
@ 77045 SLO05 15 12.98mm Slate 100 47/8839 4563.45 @ 78138 SLO0S 8 4.85mm Slate 100 86X1288 577.04 
@ 77045 SL001 15 12.98mm Slate 1000ft 47W8838 | 19382.17 @ 78140SL005 10 5.64mm Slate 100 86X1292 679.23 
@ 77046 SLO0S 25 16.36mm Slate 100 478841 7720.26 @ 78141SL005 15 6.32mm Slate 100 86X1294 915.79 
@ 77046 SL001 25 16.36mm Slate 1000: 47W8840 | 31073.51 @ 78414SL005 20 7.09mm Slate 100 86X1571 1150.62 
PIM_208440 @ 78444SL005 25 7.98mm Slate 100 86X1597 1387.00 
20 AWG, 19 x 32AWG 
EcoCable® MINI FOIL SHIELDED SBaeiton © 78142 SL005 2 a7imm | Slate [ took | 86xi296 | 339.80 
AND SUPRA-SHIELD® FOIL+BRAID Wvallable G) Alph aWire 2 78143.su006 3 39imm | Slate | ioot | 86xt298 | 404.22 
MULTICONDUCTOR CABLE i ennai © 78144 81005 4 420mm | Slate | took | 96x1300_ | 471.23 
@ 78146 SLO0S 6 5.11mm Slate 100 86X1304 606.14 
pa eco’ © 78148 SL005 8 554mm | Slate | 100 86X1306 | 735.26 
cen @ 78150SL005 10 6.45mm Slate 100 86X1310 872.58 
ene aS @ 78155SL005 15 7.26mm Slate 100 86X1318 | 1193.56 
ee AL G @ 78415SL005 20 8.15mm Slate 100 86X1573 1512.63 
@ 78445SL005 25 9.19mm Slate 100 86X1599 1617.71 
Supra-Shield® Foil+ Braid C € @ 
wet PIM_213174 
EcoCable® Mini — The Smallest Solution to Big @ IEC 60332-2 flame behavior 
Cable Problems @ UL recognized, CSA certified, CE compliant 
Specifications © Meets RoHS, REACH, WEEE requirements Supra-Shield® Foil+Braid Multiconductor EcoCable® Mini 
e 100% recyclable mPPE thermoplastic insulation Features ; Price per 
and jacket © Eco-friendly and recyclable — contains no 
© Finely stranded tinned-copper conductors halogens, phthalates or heavy metals No. of External Spool meSpocla 
© Two shielding options for EMI protection © Up to 32% smaller diameter than PVC Mfg. Part No. Conductors Diameter_| Color Size Stock No. 1-4+ 
@ —Hal logen-free aluminum mylar foil shield a: Up to on head acne! shcatisplie 28 AWG, 19 x 40AWG 
: ers pains ie gas Sa Pi ec © 78302 SL005 2 348mm | Slate | 100 86x1421_ | 312.93 
© Low specific gravity: 1.03 Applications @ 78303 SLOOS 3 3.3mm Slate 1001 86X1423 339.98 
e Bend radius: 10X cable diameter ° Power and signal transmission @ 78304 SLOO5 4 3.51mm Slate 100} 86X1425 368.52 
; te ae to +80°C ; eee me equipment © 78308 SLO0S 8 4tgram Slate 4100 SOxieed 493.08 
© Jacket thickness: 0.015” (0.38mm) © High-tech controlled environments 26 AWG, 19 x 383AWG 
© Jacket color: Slate 7 © Cleanrooms @ 78312SL005 2 3.38mm Slate 100 86X1435 306.15 
sat oe ea : peepee vod © 78313SL005 3 35imm | Slate | 100 86X1437 | 359.91 
© Suitable for NFPA 79 applications @ OEMs @ 78314SL005 4 3.73mm Slate 1001 86X1439 393.48 
© Meets UL VW-1 flame rating @ 78316SLO005 6 4.24mm Slate | 100 86X1443 | 474.01 
EcoCable® Mini combines better performance and miniumum environmental impact ina smaller, lighter 300V © 78318SL005 3 452mm Slate 100 86X1445 544.26 
recyclable shielded cable. Its small size makes routing and installation easy, saving time during production and 
maintenance. Available with a foil shield or Supra-Shield® foil plus braid shielding for EMI protection. Feature @ 78320SL005 10 5.11mm Slate 100 86X1449 627.98 
finely stranded conductors for remarkable flexibility, providing more options for fast, easy handling. Plus the thin- @ 78321SL005 15 5.61mm Slate 100: 86X1451 805.61 
He bisglsted bales a ea efficient use of constrained spaces. Sold in 100’ spools; 1000 24 AWG, 19 x 36AWG 
Foil Shielded Multiconductor EcoCable® Mini @ 78322 SL005 2 a-Gomm) =| “Svat | 100 Uebel | store 
Price per @ 78323SL005 3 3.78mm Slate 100 86X1455 380.10 
No. of External Spool Spool @ 78324SL005 4 4.04mm Slate 100 86X1457 420.27 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ @ 78326SL005 6 465mm Slate 100 86X1461 502.31 
28 AWG, 19 x 40AWG @ 78328SL005 8 4.95mm Slate 100 86X1463 584.99 
@ 78102 SLO0S 2 2.49mm Slate 100 84X9355 272.40 @ 78330SL005 10 5.61mm Slate 100 86X1467 673.72 
@ 78103 SLO0S 3 2.62mm Slate 100 84X9357 306.73 @ 78331 SLO0S 15 6.2mm Slate 100 86X1469 870.53 
@ 78104 SLO05S 4 2.82mm Slate 100 84X9359 342.99 @ 78423SL005 20 6.83mm Slate 100 86X1575 1046.32 
@ 78106 SLO0S 6 3.25mm Slate 100 84X9364 328.03 @ 78453SL005 25 7.59mm Slate 100 86X1601 1230.38 
@ 78108 SLO0S 8 3.51mm Slate 100 84X9370 382.36 22 AWG, 19 x 34AWG 
26 AWG, 19 x 38AWG @ 78332 SLO0S 2 3.99mm Slate 100 86X1471 390.50 
@ 78112 SLO05 2 2.69mm Slate 100 84X9372 291.53 @ 78333 SLO0S 3 417mm Slate 100 86X1473 441.95 
@ 78113 SLO05 3 2.82mm Slate 100 84X9374 331.98 @ 78334 SLO05 4 4.47mm Slate 100 86X1475 498.15 
@ 78114 SLO05 4 3.05mm Slate 100 84X9376 374.65 @ 78338 SLO05S 8 5.54mm Slate 100 86X1481 720.75 
@ 78116 SLO05 6 3.56mm Slate 100 84X9379 363.18 @ 78340SL005 10 6.32mm Slate 100 86X1485 854.56 
@ 78118SL005 8 3.84mm Slate 100 86X1252 427.23 @ 78341SL005 15 7.01mm Slate 100 86X1487 1098.09 
@ 78120SL005 10 4.42mm Slate 100 86X1256 496.52 @ 78424SL005 20 7.7mm Slate 100 86X1577 1351.24 
@ 78121SL005 15 4.93mm Slate 100 86X1258 655.62 @ 78454SL005 25 8.66mm Slate 100 86X1603 1409.48 
24 AWG, 19 x 36AWG 20 AWG, 19 x 32AWG 
@ 78122 SLO0S 2 2.95mm Slate 100 86X1260 307.71 @ 78342 SLO0S 2 4.39mm Slate 100 86X1489 450.47 
@ 78123 SLO0S 3 3.1mm Slate 100 86X1262 350.77 @ 78343 SLO05S 3 4.6mm Slate 100 86X1491 521.89 
@ 78124 SLO0S 4 3.35mm Slate 100 86X1264 312.38 @ 78344 SLO05 4 4.98mm Slate 100 86X1493 599.50 
@ 78126 SLO0S 6 3.96mm Slate 100 86X1268 384.57 @ 78348 SLO0S 8 6.22mm Slate 100 86X1499 896.51 
@ 78128 SLO0S 8 4.27mm Slate 100 86X1270 452.56 @ 78350SL005 10 7.14mm Slate 100 86X1503 1054.88 
@ 78130 SLO0S 10 4.93mm Slate 100 86X1274 526.52 @ 78355SL005 15 7.95mm Slate 100 86X1511 1430.05 
@ 78131 SLOOS 15 5.51mm Slate 100 86X1276 695.26 @ 78425SL005 20 8.84mm Slate 100 86X1579 1523.46 
@ 78413SL005 20 6.15mm Slate 100 86X1569 862.58 @ 78455SL005 25 9.88mm Slate 100 86X1605 1846.81 
@ 78443SL005 25 6.91mm Slate 100 86X1595 | 1091.56 PIM_5521001 
> CONTINUED > 


584 — Go online or call for non-compliant or ROHS Compliant products. See page 2 


EcoCable® MINI Ge timpiat &) ian 
UNSHIELDED Available j 
MULTICONDUCTOR CABLE Alp! aWire 
| eco’, _ 
acen 


EcoCable® Mini — The Smallest Solution to Big @ Jacket color: Slate i 
Cable Problems © ULAWM 21460 (300V, 80°C) Wi @ 
@ CSAIA/BFT1 ‘O 
Features @ Suitable for NFPA 79 C € we 
@ Eco-friendly and recyclable — contains no applications - 
halogens, phthalates or heavy metals @ Meets UL VW-1 flame rating 
© Up to 32% smaller diameter than PVC @ IEC 60332-2 flame behavior 
© Up to 44% lighter than PVC © ULrecognized, CSA certified, CE compliant 
© Up to 92% lower outgassing compared to PVC @ Meets RoHS, REACH, WEEE requirements 
© 28 to 20AWG Applications 
Specifications @ Power and signal transmission 
© 100% recyclable mPPE thermoplastic insulation © Medical devices 
and jacket @ Semiconductor manufacturing equipment 
@ Finely stranded tinned-copper conductors @ High-tech controlled environments 
© Low specific gravity: 1.03 @ Cleanrooms 
@ Bend radius: 10X cable diameter @ Harness applications 
@ Voltage rating: 300V © Computer peripherals 
@ Temperature range: -40°C to +80°C @ OEMs 
@ Jacket thickness: 0.015” (0.38mm) 
EcoCable® Mini multiconductor cable combines better performance and miniumum environmental impact in a 
smaller, lighter 300V recyclable unshielded cable. Its small size makes routing and installation easy, saving time 
during production and maintenance. Feature finely stranded tinned copper conductors for remarkable flexibility, 
providing more options for fast, easy handling. Plus the thin-wall insulation and jacketing gives the installer 
efficient use of constrained spaces. Sold in 100’ spools; 1000’ spools also available; go online or call. 
Price per 
No. of External Spool Spool 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
28 AWG, 19 x 40AWG 
@ 78002 SLO05 2 2.39mm Slate 100 84X8992 240.37 
@ 78003 SLO05 3 2.51mm Slate 100 84X8994 274.77 
@ 78004 SLO05 4 2.72mm Slate 100 84X8996 310.93 
@ 78006 SLO05 6 3.15mm Slate 100 84X9007 383.96 
@ 78008 SLO05 8 3.4mm Slate 100 84X9010 357.09 
26 AWG, 19 x 38AWG 
@ 78012 SLO05 2 2.59mm Slate 100 84X9014 256.27 
@ 78013 SLO05 3 2.72mm Slate 100 84X9016 296.72 
@ 78014 SLO0S 4 2.95mm Slate 100 84X9018 339.34 
@ 78016 SLO05S 6 3.45mm Slate 100 84X9022 335.39 
@ 78018SL005 8 3.73mm Slate 100 84X9024 399.45 
@ 78020 SLO05 10 4.32mm Slate 100 84X9028 470.42 
@ 78021 SLO05S 15 4.83mm Slate 100 84X9030 627.80 
24 AWG, 19 x 36AWG 
@ 78022 SLO05 2 2.84mm Slate 100 84X9032 265.51 
@ 78023 SLO05 3 3mm Slate 100 84X9034 308.51 
@ 78024 SLO05 4 3.25mm Slate 100 84X9036 353.91 
@ 78026 SLO05 6 3.86mm Slate 100 84X9041 351.33 
@ 78028SL005 8 417mm Slate 100 84X9043 419.30 
@ 78030SL005 10 4.83mm Slate 100 84X9047 493.23 
@ 78031 SLO05 15 5.41mm Slate 100 84X9049 661.97 
@ 78433SL005 25 6.81mm Slate 100 86X1583 997.87 
22 AWG, 19 x 34AWG 
@ 78032 SLO05 2 3.2mm Slate 100 84X9051 306.09 
@ 78033 SLO05 3 3.38mm Slate 100 84X9053 366.26 
@ 78034 SLO05 4 3.68mm Slate 100 84X9055 338.54 
@ 78036 SLO05 6 439mm Slate 100 84X9212 438.72 
@ 78038 SLO05 8 4.75mm Slate 100 84X9216 533.91 
@ 78041 SLO05 15 6.22mm Slate 100 84X9223 872.64 
@ 78404SL005 20 6.98mm Slate 100 86X1559 1107.49 
@ 78434SL005 25 7.87mm Slate 100 86X1585 1343.85 
20 AWG, 19 x 32AWG 
@ 78042 SLO05 2 3.61mm Slate 100 84X9225 355.97 
@ 78043 SLO05 3 3.81mm Slate 100 84X9227 345.18 
@ 78044 SLO05 4 4.19mm Slate 100 84X9230 412.17 
@ 78046 SLO05 6 5mm Slate 100 84X9262 547.12 
@ 78048 SLO05 8 5.44mm Slate 100 84X9267 676.20 
@ 78405SL005 20 8.05mm Slate 100 86X1561 1117.69 
@ 78435SL005 25 9.09mm Slate 100 86X1587 1565.57 
PIM_213177 


1.800.463.9275 © newark.com 


WIRE & CABLE 


ATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


NEW GENERATION® SHIELDED TWISTED PAIRED 
(STP) PLENUM- 
RATED CABLE 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 


RoHS _ 
Compliant 
Available 


© Low capacitance: 34 pF/Ft. nom. between 
conductors @ Highly-flexible, low-smoke Flammarest® PVC 

@ Small outer diameter for easy routing through tight insulation and jacket for easier installation 

Plenum-rated, individually shielded two and three twisted paired cable are ideal for commercial sound and audio 
applications such as intercoms and PA systems. Also used for instrumentation and control equipment, security 
systems, power-limited control systems and access control devices. Feature tinned copper conductors with a 
common 24 AWG stranded tinned copper drain wire. Individually Beldfoil® aluminum foil-polyester tape shielded 
pairs for 100% coverage. Voltage rating: 300V. Temperature rating: +75°C max. Jacket color: white. Rated: UL 
NEC: CMP/CEC:CMP FT6. 


openings and better space use 


Price per 
No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
22 AWG, 7 x 30AWG 
@ 1325A 009500 2 4.013mm White 500ft 38M9831 403.48 
@ 1325A 0091000 2 4.013mm White 1000ft 38M9830 806.95 
@ 1326A 009500 3 4.826mm White 500ft 38M9833 ae 
PIM_90616 


SINGLE-PAIRED UNSHIELDED AUDIO, CONTROL AND 
INSTRUMENTATION CABLE BELDEN 
SENDING ALL THE RIGHT SIGNALS 
RoHS 
Soper 
Available 
8205 


Tinned copper conductors, PVC insulated, single twisted pair. Unshielded chrome PVC jacket. Operating 
voltage: 300V. NEC Type CMG. UL recognized; 


Price per 
No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
22 AWG, Solid 
@ 8740 060U500 1 3.962mm Chrome 500ft 02F4122 425.42 
@ 8740 060U1000 1 3.962mm Chrome 1000: 87K7270 874.03 
20 AWG, 7 x 28AWG 
@ 8205 060100 1 4.572mm Chrome 100! 02F4294 141.57 
@ 8205 060U500 1 4.572mm Chrome 5001 02F4295 569.32 
@ 8205 060U1000 1 4.572mm Chrome 1000: 88K1481 1105.47 
18 AWG, 7 x 26AWG 
@ 8461 060100 1 §.944mm Chrome 100: 87K1769 182.08 
@ 8461 060U500 1 §.944mm Chrome 5001 87K6284 766.06 
@ 8461 060U1000 1 §.944mm Chrome 1000 02F5272 1573.89 
18 AWG, 16 x 30AWG 
@ 9740 060U500 1 §.334mm Chrome 5001 87K7387 735.70 
@ 9740 060U1000 1 5.334mm Chrome 1000: 03F1598 1471.41 
@ 8690 060100 3 8.814mm Chrome 100ft 03F1601 551.20 
@ 8690 0601000 3 8.814mm Chrome 1000: 87K1787 4637.05 
16 AWG, 19 x 29AWG 
@ 8471 060U500 1 6.96mm Chrome 5001 02F5273 1368.39 
@ 8471 060U1000 1 6.96mm Chrome 1000: 02F5274 2736.78 
PIM_6035 


MULTIPAIRED, INDIVIDUALLY SHIELDED PLENUM- 
RATED AUDIO, 
CONTROL, AND 
INSTRUMENTATION 
CABLE 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 


RoHS _ 
Compliant 
Available 


87723, 88723 
aluminum foil-polyester tape 

© Stranded tinned copper drain wire 

© CMP rated (Plenum 


@ Tinned copper conductors 
© FEP insulation 
© Twisted pairs individually shielded with Beldfoil® 


Price per 
No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
22 AWG, 7 x 30AWG, Fluoropolymer Jacket 
@ 87723 002500 2 3.759mm Red 500ft 04F8045 2285.69 
> CONTINUED > 


elementiu 585 


WIRE & CABLE 


DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


MULTIPAIRED, INDIVIDUALLY SHIELDED PLENUM-RATED AUDIO, 
CONTROL, AND INSTRUMENTATION CABLE (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SINGLE PAIR SHIELDED AUDIO, CONTROL AND INSTRUMENTATION 
CABLE (CONT.) 


Price per Price per 
No. of External Spool Spool No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
22 AWG, 7 x 30AWG, Flamarrest® Low Smoke PVC Jacket 22 AWG, Solid, PP Insulation 
@ 82723 877U500 2 3.886mm Natural 500ft 04F6174 1657.61 @ 8450 010U1000 1 2.997mm Black 1000: 87K7181 634.73 
@ 82723 877U1000 2 3.886mm Natural 1000ft 04F6175 3315.21 22 AWG, 7 x 30AWG, PVC Insulation 
22 AWG, 7 x 30AWG, FEP Jacket @ 9462 060U500 1 4.724mm Chrome 500 02F5369 814.65 
@ 88723 002100 2 3.759mm Red 100ft 02F6077 544.34 @ 9462 0601000 1 4.724mm Chrome 1000ft 87K7353 1518.83 
@ 88723 002500 2 3.759mm Red 500ft 02F6078 2708.19 22 AWG, 7 x 30AWG, PP Insulation 
@ 88723 0021000 2 3.759mm Red 1000ft 87K1819 5416.38 @ 1266A 0101000 1 3.632mm Black 1000: 05F1851 494.72 
@ 88777 002100 3 5.944mm Red 100ft 02F6080 1132.84 @ 8451 010U500 1 3.505mm Black 5001 02F4055 250.90 
PIM. 60277 @ 8451 010U1000 1 3.505mm Black 1000 | 87K6283 | 501.80 
@ 8451 010100 1 3.505mm Black 1001 02F4053 50.18 
SINGLE PAIR, OVERALL SHIELDED PLENUM-RATED @ 9451 008T1000 1 3.429mm Chrome 10001 87K7346 = 
ul 
CABLE FOR AUDIO, CONTROL, INSTRUMENTATION BELDEN 25:0 1__| 342mm _[ Chrome | soot_[_e7kraé7_ | 255.68 
AND COMPUTER EIA RS232 APPLICATIONS SENDING ALLTHERIGHTSIGNAIS 2 AWNG, 7 x 30AWG, PE Insulation 
RoHS @ 8761 060U500 1 4.445mm Chrome 500! 02F4247 721.37 
Geptimoian @ 8761 060U1000 1 4.445mm Chrome 1000: 87K7272 1442.73 
= _ NEC 20 AWG, 7 x 28AWG, PVC Insulation 
a7 @ 9154 290U500 1 5.029mm | Beige 500 03F1669 | 942.35 
Features stranded tinned copper conductors, single twisted pairs, FEP insulated, Beldfoil® aluminum foil- © 9154 29001000 1 5.029mm Beige 1000 03F1670__| 1884.70 
polyester tape overall shield with stranded tinned copper drain wire. NEC Article 800, Type CMP and CSA 20 AWG, 7 x 28AWG, PE Insulation 
certified: PEC FT4/FTE. © 8762 060U500 1 5.182mm | Chrome | 500 87K6339 | 914.30 
she a @ 8762 060U1000 1 5.182mm Chrome 1000: 87K7273 1828.59 
No. of External Spool Lage 1 5.182 Ch 100 87K2829 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ @ 6762 060100 — _ _ ZA 
24 AWG, 7 x 32AWG, FEP Jacket 18 AWG, 16 x 30AWG, PE Insulation 
© 88641 002100 1 2692mm | Red 00 87K6341_| 590.07 ee ; Ss ills ae LS 
@ 8760 0601000 1 §.639mm Chrome 1000: 87K2828 1718.50 
@ 88641 002500 1 2.692mm Red 5001 87K1818 2611.29 
@ 9460 060U500 1 §.842mm Chrome 5001 03F1671 1306.26 
@ 88641 0021000 1 2.692mm Red 1000: 03F2960 5222.57 
@ 9460 060U1000 1 5.842mm Chrome 1000: 03F1672 2435.40 
@ 89504 002500 4 4.877mm Red 5001 04F5199 5349.06 - 
16 AWG, 19 x 29AWG, PE Insulation 
22 AWG, 7 x 30AWG, Flamarrest® Low Smoke PVC Jacket 
@ 8719 060U500 1 7.95mm Chrome 500 87K7267 1556.72 
@ 82761 877U500 1 2.946mm Natural 5001 04F6099 1211.48 
22 AWG. 7x 30AWG. FEP Jacket @ 8719 060U1000 1 7.95mm Chrome 1000ft 02F5340 3113.43 
: : 14 AWG, 19 x 27AWG, PE Insulation 
See Me tNe ; a = a” eee BENE @ 8720 060U500 1 9.017 Ch 500 06M4015 
.017mm rome 
@ 88761 002500 1 2.946mm Red 5001 03F2962 2087.19 © 8720 0601000 1 9.017 Ch 7000 02F6140 aula 
© 88761 0021000 1 2946mm | Red | ‘oon | 03F2963 | 4174.37 an =“ eee 
22 AWG, 7 x 30AWG 12 AWG, 19 x 25AWG, PE Insulation 
© 82761 8771000 1 | 294mm | Natural [ 100k | 1583196 | 2258.69 mer le060UE00 f 19;femnin | -2Chrome = | 000 DAE SSS8 ES [SADE 
18 AWG, 19 x 30AWG, Flamarrest® Low Smoke PVC Jacket PIM_6038 
@ 82760 877U500 1 3.81mm Natural 500ft 04F6097 1721.24 
@ 82760 877U1000 1 3.81mm Natural 1000 04F6098 3442.48 SINGLE PAIR SPIRAL-SHIELDED AUDIO, ide Bac BELDEN 
18 AWG, 19 x 30AWG, FEP Jacket CONTROL AND INSTRUMENTATION Available 
SI GHT SIGNALS 
© 88760 002100 1 3.632mm | Red 1oot | 02F6071 | 50363 CABLE Tg eager 
@ 88760 002500 1 3.632mm Red 5001 02F6072 1153.02 AY 
@ 88760 0021000 | 3.632mm Red 1000: 02F6073 4064.12 Nt 
PIM_60276 


SINGLE PAIR SHIELDED AUDIO, CONTROL AND 
INSTRUMENTATION CABLE 


BELDE 


SENDING ALL THE RIGHT SIGNALS 
Al 
8450 RoHS 
Compliant 
Available 


i a 
9154 
Features tinned copper conductors, insulated single twisted pair with overall Beldfoil® aluminum foil-polyester 
tape shield, tinned copper drain wire and PVC jacket. Mfg. part nos. 9451, 9460 feature jacket and shield 
bonded together for automatic stripping. Mfg. part nos. 8450, 8451 have paper wraps. UL recognized. Sold in 
500’ and 1000’ spools. Also available in 100’ spools; go online or call. 
Price per 
No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
24 AWG, 7 x 32AWG, PE Insulation 
@ 1508A B59500 1 3.327mm Black 500ft 87K1124 390.55 
@ 8641 060U500 1 4.267mm Chrome 500ft 87K7262 553.04 
@ 8641 060U1000 1 4.267mm Chrome 1000ft 87K7261 | 1106.08 
@ 8641 060100 1 4.267mm Chrome 100ft 87K2825 131.53 
22 AWG, Solid, PVC Insulation 
@ 9462 060100 1 4.724mm Chrome 100ft 02F5368 193.73 
> CONTINUED > 


586 


Tinned copper conductors, PVC insulated, tinned copper spiral-wrapped shield and PVC jacket. UL recognized 


2095, 300V, 80°C; NEC type CM. Sold in 500’ and 1000’ spools. 
Price per 
No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
22 AWG, 7 x 30AWG 
@ 8737 060U500 1 4.572mm Chrome 500ft 87K7269 744.55 
20 AWG, 7 x 283AWG 
@ 8759 060U500 1 5.055mm Chrome 500ft 02F4168 898.46 
@ 8759 060U1000 1 5.055mm Chrome 1000ft 02F4169 1675.08 
PIM_6039 


NEW GENERATION® SOUND, SPEAKER AND 
SECURITY/ALARM 
CABLE 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 


RoHS _ 
Compliant 
Available 


5504FE 
© Choice of unshielded and shielded versions @ CM rated — Polypropylene insulation and beige 
© Stranded bare copper conductors PVC jacket 
@ Riser — Grey PVC jacket with rip cord @ Sequential footage marked every two feet 


@ Plenum — Flamarrest® thermoplastic insulation @ UL listed 

and natural jacket with ripcord 
New Generation® unshielded and shielded riser and plenum rated cable provides dependability in your security 
and alarm systems. Applications include: background music, nurse call, security systems, intercom/PA systems, 
sound/audio, power limited controls. CM rated cable is ideal for residental, light commercial and institutional 


applications. NOTE: Mfg. part numbers with U suffix indicates shrink wrap Belcoil® packaging. 


> CONTINUED > 
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DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


NEW GENERATION® SOUND, SPEAKER AND SECURITY/ALARM CABLE Unshielded New Generation® Cable — Riser, Plenum and CM Rated (CONT.) 


(CONT.) Price per 
Shielded New Generation® Cable — Riser and Plenum No. of External Spool Spool 
Price per Mfg. Part No. Conductors | Diameter Color Size Stock No. 1-4+ 
No. of External Spool Spool 18 AWG, 7 x 26AWG, Plenum — CMP FT6 Rated, NEC Article 800 
Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ @ 6300UE 8771000 9 3.988mm Natural 10001 83F7023 341.79 
22 AWG, 7 x 30AWG, Riser — CMRICMG FT4 Rated, NEC Article 800 @ 6301UE 877U1000 3 4.267mm Natural 1000: 19C4385 512.60 
@ 5500FE 008500 2 3.2mm Grey 500ft 0108205 108.06 @ 6302UE 877500 4 4.724mm Natural 500 19C4399 236.74 
© 5500FE 008U500 2 3.302mm_ | Grey | S00f | 1904046 = @ 6302UE 8771000 4 4.724mm | Natural | 1000% | 83F7030 | 464.28 
@ 5500FE 0081000 2 3.302mm Grey 1000 96B9557 216.12 18 AWG, 7 x 26AWG 
@ 5500FE 008U1000 2 3.302mm_ | Grey | 1000! 19¢4045 | 201.47 @ 6301UE 8771000 3 4.267mm_ | Natural | 1000 83F7039 512.60 
@ 5502FE 008500 4 3.683mm_| Grey | 500 1904058 | 122.75 16 AWG, 19 x 29AWG, Riser — CMRICMG FT4 Rated, NEC Article 800 
@ 5502FE 008U500 4 3.835mm_ | __ Grey 500) 194057 118.59 @ 5200UE 0081000 2 4.572mm | Grey | 1000 83F7019 490.47 
@ 5502FE 008U1000 4 3.835mm Grey 10001 19C4056 240.55 @ 5200UE 008500 2 4.674mm Grey 500 1903715 245.24 
@ 5502FE 0081000 4 3.835mm Grey 1000ft 83F7038 240.55 @ 5200UE 008U500 2 4.674mm Grey 500 1903714 245.24 
@ 5504FE 0081000 6 4.369mm | Grey | 1000f | 19C4070 | 355.24 16 AWG, 19 x 29AWG, Plenum — CMP FT6 Rated, NEC Article 800 
@ 5504FE 008U500 6 4.547mm Grey 500! 94B2037 174.97 @ 6200UE 877500 2 4.572mm Natural 500 19C4286 244.29 
@ 5504FE 008U1000 6 4.547mm Grey 1000 19C4069 343.38 @ 6200UE 8771000 2 4.572mm Natural 1000: 87K1425 5298575) 
22 AWG, 7 x 30AWG, Plenum — CMP FT6 Rated, NEC Article 800 16 AWG, 19 x 29AWG 
@ 6502FE 877500 4 3.81mm Natural 500ft 19C4570 137.80 @ 5202UE 008500 4 5.334mm Grey 500! 1903746 324.71 
@ 6502FE 8771000 4 3.8imm_| Natural | 1000f | 83F7040 | 267.63 14 AWG, 19 x 26AWG, Riser — CMR FPLR and CL3R Dual Rated, NEC Articles 725 and 760 
© 6504FE 877500 6 4.52imm_| Natural | 500 18C2586_| 186.65 @ 5100UE 008500 2 5.944mm | Grey | 500 06M3941 | 243.70 
@ 6504FE 8771000 6 4.521mm Natural 1000: 04C5267 366.04 @ 5100UE 008U1000 2 5.944mm Grey 4000 1903645 829.25 
20 AWG, 7 x 28AWG, Riser — CMRICMG FT4 Rated, NEC Article 800 “@5100UE 0081000 | 2 ‘| 5944mm | Grey | 1000% | 06M3040 | 929.25 
@ 5400FE 008500 2 3.683mm | Grey | 500 | 19C3991 | 161.87 PIM 5495038 
@ 5400FE 008U500 2 3.683mm Grey 5001 87K1327 161.87 ————————OOOOo rr Ss sn 
@ 5400FE 008U1000 2 3.683mm Grey 10001 19C3989 323.74 INSTRUMENTATION TRAY CABLE — 600V 
@ 5400FE 0081000 2 3.683mm Grey 10001 83F7045 323.74 BELDEN 
20 AWG, 7 x 28AWG, Plenum — CMP FT6 Rated, NEC Article 800 SENDING ALL THE RIGHT SIGNALS 
@ 6400FE 877U1000 2 3.683mm Natural 1000: 1904509 405.33 Sepiinpien 
18 AWG, 7 x 26AWG, Riser — CMRICMG FT4 Rated, NEC Article 800 ae Available 
@ 5300FE 008500 2 4.115mm Grey 500ft 19C3802 198.86 
© 5300FE 008U1000 2 415mm | Grey | ‘000% | 19¢3801 | 370.76 Shidsaibar 
@ 5300FE 0081000 2 4.115mm Grey 1000: 83F7025 397.72 ® Choice of single pair or triad cable © Beldfoil® aluminum ‘oil/polyester tape shield 
@ 5300FE 008U500 2 4.191mm | Grey | 500 1900238 = ° aii eee except mfg. part : ie aca i 
@ 5301FE 008500 3 4.343mm Grey 500 1903836 288.96 @ PVC/nylon insulation 
© 5301FE 008U500 3 4.445mm | Grey | 500 193835 | 269.37 Shielded Single Twisted Pair 
@ 5301FE 008U1000 3 4.445mm Grey 10001 1903834 577.91 Price per 
© 5301FE 0081000 3 4.445mm | Grey | 1000f | 83F7033 | 577.91 No.of | External Spool Spool 
@ 5302FE 008500 4 4.775mm Grey 500! 1903842 256.30 Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 
@ 5302FE 008U1000 4 4.775mm Grey 4ooof | 1903840 482.86 18 AWG, 19 x 30AWG, Shielded Single Twisted Pair 
© 5302FE 0081000 4 4877mm | Grey | 1000% | 83F7041 | 482.86 © 9341 010500 1 701mm Black | 500 03F6026 | 2158.96 
@ 5304FE 008500 6 5.69mm Grey 500! 19C3873 | 361.35 @ 9341 0101000 1 7.01mm Black 1000ft 03F6027__| 4317.92 
@ 5304FE 0081000 6 5.69mm Grey 1000 | 1903872 709.07 18 AWG, 7 x 26AWG, Shielded Single Twisted Pair and Unshielded Ground Wire 
@ 5304FE 008U500 6 5.842mm Grey 500 1903871 357.54 @ 3088AE 0101000 1.5 8.636mm Black 1000 68K7427 = 
18 AWG, 7 x 26AWG, Plenum — CMP FT6 Rated, NEC Article 800 16 AWG, 19 x 29AWG, Shielded Single Twisted Pair 
@ 6300FE 877500 2 4.415mm | Natural | 500 9685588 | 292.40 © 9342 010500 1 7.468mm Black 500 03F6029 | 3024.85 
@ 6300FE 8771000 2 4.115mm | Natural | 1000 83F7026 | 444.81 © 9342 0101000 1 7.458mm Black 1000ft 03F6030 | 5639.54 
@ 6301FE 877U500 3 4.369mm | Natural | 500 1904383 291.26 16 AWG, 7 x 24AWG, Shielded Single Twisted Pair and Unshielded Ground Wire 
@ 6301FE 8771000 3 4.369mm Natural 1000 83F7044 559.35 @ 3090AE 0101000 1.5 9.906mm Black 10001 05M3169 1584.40 
@ 6302FE 877500 4 4.775mm Natural 500! 19C4395 266.48 PIM_6197 
© 6302FE 8771000 4 4.775mm | Natural | 1000 | 063977 | 529.86 
16 AWG, 19 x 29AWG, Riser — CMRICMG FT4 Rated, NEC Article 800 Shielded Twisted Triad 
@ 5200FE 0081000 2 4.674mm Grey 1000 83F7032 567.27 Priceipen 
@ 5200FE 008500 2 4.775mm Grey 500! 1903712 304.27 No. of External Spool Spool 
16 AWG, 19 x 29AWG, Plenum — CMP FT6 Rated, NEC Article 800 Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
@ 6200FE 877500 2 4.674mm_ | Natural | 500ft 1904283 334.98 18 AWG, 7 x 26AWG, Shielded Twisted Triad 
@ 6200FE 8771000 2 4.674mm Natural 1000 50B9014 689.95 @ 1121A 010500 3 7.366mm Black 500ft 20M4361 828.01 
12 AWG, 19 x 25AWG, Riser — CMRICMG FT4 Rated, NEC Article 800 @ 1121A 0101000 3 7.366mm Black 1000ft 66F7743 | 1656.02 
@ 5000FE 008500 2 6.706mm Grey 500ft 19C3548 773.14 PIM_5511188 
PIM_39577 
TT  300V POWER-LIMITED TRAY CABLE BELDEN 
Unshielded New Generation® Cable — Riser, Plenum and CM Rated 
SENDING ALL THE RIGHT SIGNALS 
Price per RoHS 
No. of External Spool Spool a Soper 
Mfg. Part No. Conductors | Diameter | Color Size Stock No. 1-4+ Available 
22 AWG, 7 x 30AWG, Plenum — CMP FT6 Rated, NEC Article 800 , —— ; S407 , , 
© 65020UE 877500 4 | 3632mm [Natural |” S00t | Ror ar titer eppcatons,Urahctod sgl usted pe powermted tay cable fates Grned cope 
@ 6502UE 8771000 4 3.632mm | Natural | 1000f | 83F7036 226.03 conductors, except mfg. part no. 1035A which is bare copper, PVC insulation and PVC jacket. All meet AWM 
BG SI = WEE SRE HEC Ls Cek Ben uso ac tcc ie na 
@ 5500UG U4FC1000 2 2.896mm Beige ‘000ft T3H4959 107.09 UL1666 Riser FTA flame tests. Voltage rating: 300V. Operating temperature range 30°C to +105°C, 
18 AWG, 7 x 26AWG, Riser — CMRICMG FT4 Rated, NEC Article 800 Single Twisted Pair — Unshielded 
@ 5300UE 0081000 2 4.013mm Grey 1000ft 83F7020 309.75 
@ 5300UE 008500 2 4.089mm Grey 500ft | 87K6222 154.88 
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WIRE & CABLE 


DATA/COMMUNICATION, CONTROL & INSTRUMENTATION CABLE 


300V POWER-LIMITED TRAY CABLE (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


Twisted Triad — Shielded (CONT.) 


Price per Price per 
No. of External Spool Spool No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ Mfg. Part No. Conductors Diameter Color Size Stock No. 1-4+ 
22 AWG, 7 x 30AWG 16 AWG, 7 x 24AWG 
@ 9407 060U500 1 5.029mm Chrome 500 03F6034 608.18 @ 1031A 0061000 3 6.883mm Blue 1000ft 41M1475 1883.64 
@ 9407 060U1000 1 5.029mm Chrome 1000 03F6035 1216.35 PIM_5511171 
20 AWG, 19 x 32AWG 
es 0G E 50h l essen] sareme | 2900 B7K1879_| 925.98 DATATUFF® CATEGORY 5e AND 6 ETHERNET CABLE BELDEN 
18 AWG, 19 x 30AWG FOR INDUSTRIAL NETWORKS 
@ 9409 060U500 1 5.842mm Chrome 500 87K1880 1042.36 ee es 
@ 9409 060U1000 1 5.842mm Chrome 1000 87K6356 2084.71 a Getimoiat 
16 AWG, 7 x 24AWG ss en Available 
@ 1035A 0101000 1 6.452mm Black 1000 04F6149 1214.22 
14 AWG, 42 x 30AWG © 4-Pairs @ High performance 
@ 9411 060U500 1 8.179mm Chrome 500 87K1881 2151.88 © Twisted-pair construction © Heavy-duty, industrial-grade jackets 
@ 9411 0601000 1 8.179mm Chrome 1000 03F6047 4303.76 © Patented bonded-pair technology 
For peak network efficiency and reliability, DataTuff® Cat 5e and 6 Ethernet cable is made for tough industrial 
PIM_60175 environments. Cat Se and enhanced Cat 5e cable feature twisted- or bonded-pairs. Cat 6 and enhanced Cat 6 
cable have bonded-pairs. Bonded-pair construction features a patented technology that affixes the conductors 
- 7 of the cable pairs along their longitudinal axes preventing gaps and keeping the conductor-to-conductor spacing 
Twinax — Shielded, Blue Hose® ' , : ‘ uniformed, thereby offering excellent and consistently reliable electrical performance even after the cable 
pve renee pone een ey nena dalle Cee AWW Obese has been subjected to the bending, pulling and twisting inherent in the installation process. Choice of solid or 
2464, 300V, 80°C, NEC-CECJUL spec. CL2, CM. Passes UL1685 vertical wire flame test. Impedance: 78 ohm. stranded bare copper conductors (unless otherwise noted), shielded or unshielded construction. Heavy-duty 


Voltage rating: 300V. Operating temperature range: -40°C to +80°C. 


industrial-grade PVC jackets are UV sunlight- and oil-resistant. Mfg. part no. 7928A has FEP jacket which is 


also gas-resistant. Mfg. part no. 7938A has TPE (thermoplastic elastomer) jacket which is also weldsplatter- 
Price per resistant. Sold in spool sizes indicated in table below. 
Spool 
Mfg. Part No. Stranding Saas Color ies Stock No. re DataTuff® Unshielded 
20 AWG, Twinax 2 Conductors — Blue Hose® adel 
@ 9463 J22U500 7x28AWG | 6.045mm | Blue | 500% | 70B5512 | 1359.45 wii Pais Be sl sibs sibs _ See | ae 
© 9463,J22U1000 | TX28AWG | 6.045mm_ | Blue | 1000 | 03F5678 | 2718.90 “Gate, 23 AWG, Solid, Enhanced Cat 6 Unshielded Bonded Pairs 
een @ 79270101000 4 6.375mm | Black | 1000k | 87K1520 | 2945.99 
Cat6, 23 AWG, Solid, Cat 6 Unshielded Bonded Pairs 
sa paper ter Bh licen led tray cable features tinned copper conductors except mfg. part eee a eso | Black ne DEMIOB pBzES 
no.1030A which is bare ele PVC faadion. Beldfoil® aluminum ieee: tape shield and PVC jacket CatSe, 24 AWG, Solid, Enhanced Cat 5e Unshielded Bonded Pairs 
All meet AWM UL style 2464, 300V, 80°C, NEC-CEC/UL spec. CMG ITC-ER, PLTC-ER. Passes UL1685 FT4 @ 7928A 0101000 4 4.75mm Black 1000ft 30H4370 5047.69 
vertical wire flame tests. Voltage rating: 300V. Operating temperature range: -30°C to +105°C. @ 7923A 0101000 4 5.842mm Black 14000ft 87K1517 1373.35 
Price per Cat5e, 24 AWG, Solid, Cat 5e, Unshielded Twisted Pairs 
No.of | External Spool Lesa @ 7918A 0101000 4 5.842mm_|_Black 1000ft 30H4360 976.51 
Mig. Part No. Pairs _| ‘Diameter |. Color Size __|ERStochINoss MAIS Cat5e, 24 AWG, 7 x 32AWG, Enhanced Cat 5e Unshielded Bonded Pairs 
22 AWG, 19 x 32AWG @ 7924A 0101000 4 6.147mm Black 1000ft 87K1519 2066.13 
@ 9320 060U500 1 §.512mm Chrome 500 03F6055 1045.90 
@ 9320 06001000 1 5512mm | Chrome | 1000 03F6056 | 2091.79 aa 
22 AWG, 7 x 30AWG 
@ 9322 060U500 1 5.105mm_ | Chrome | 500 03F6052 756.94 DataTuff® Shielded 
@ 9322 060U 1000 1 §.105mm Chrome 1000: 03F6053 1513.89 Price per 
18 AWG, 19 x 30AWG No. of External Spool |__Spool 
@ 9318 060U500 1 5.918mm Chrome 500. 03F6058 1339.45 Mfg. Part No. _ Pairs Diameter : Color Size _ Stock No. : 1-4+ 
@ 9318 060U1000 7 918mm Chrome 7000 87K2832 2678.90 eon 24 AWG, Solid, Enhanced Cat 5e, Beldfoil® Shielded with Tinned Copper Braid Bonded 
16 AWG, 19 x 29AWG @ 7921A0101000 4 8.382mm Black 1000ft 30H4364 3626.91 
Sesion u poten | aenromel | 2 2200 SIKGSSUam BiSeoteg © 7921A 0061000 4 8.382mm | Blue | ‘100ot | 58K7997 | 3626.91 
2316 06001000 : 8.502mm | Chrome | 1000f | 03F6062_| 3130.78  —“CatSe, 24 AWG, Solid, Enhanced Cat Se, Beldfoil® Shielded Bonded Pairs 
16 AWG, 7 x 24AWG @ 7929A 0101000 4 6.731mm Black 1000ft 90H0105 2378.71 
@ 1030A-0101000 1 6.528mm_ | Black | 1000 HE) | ieee @ 7929A 0061000 4 673imm | Blue | 1000 | 58K7998 | 2378.71 
RIMS ITTS Cate, 24 AWG, Solid, Cat 5e, Beldfoil® Shielded Twisted Pairs 
@ 7919A 0101000 4 6.731mm Black 1000ft 30H4362 1994.44 
id H ae Sapunette ited tray cable features tinned ices Ohana: = 4 SO — 
reg we as ve mca ae es ne cnt esto et “Cae, 4G, TBA, a, Bee Sted wi Timed Copper ri Boned 
flame tests. Voltage rating: 300V. Operating temperature range: -30°C to +105°C. airs 
pricanen @ 7938A B59500 4 Seon Black | 500ft §8R2677 3549.83 
No. of External Spool Spool Cat5e, 24 AWG, 7 x 32AWG, Cat 5e, Beldfoil® Shielded Bonded Pairs 
Mfg. Part No. Conductors | Diameter Color Size Stock No. 1-44 @ 7939A 0101000 4 8.001mm Black 1000ft 76M8744__|_ 2661.02 
22 AWG, 7 x 30AWG @ 7939A 1NH1000 4 8.001mm Teal 1000ft 47P0563 2661.02 
@ 9491 060U500 3 §.283mm Chrome 500ft 03F6070 768.54 PIM_5518444 
@ 9491 060U1000 3 §.283mm Chrome 1000ft 03F6071 1537.07 
20 AWG, 19 x 32AWG 
@ 9492 060U500 3 5.715mm | Chrome | 500ft 03F6073_ | 1097.67 Cut costs, not corners with 
18 AWG, 19 x 30AWG 
@ 9493 060U500 3 6.147mm Chrome 500ft | 03F6076 1462.91 9 
16 AWG, 19 x 29AWG 
@ 9494 060U500 3 607mm | Chrome | S00 | 03F6079 | 2208.96 multicomp Board & Box Components 
BM HTD newark.com/multicomp 


Twisted Triad — Shielded 

Shielded twisted triad power-limited tray cable features bare copper conductors, PVC insulation with overall 
Beldfoil® aluminum foil/polyester tape shield and light blue PVC jacket. All meet AWM UL style 2464, 300V, 
80°C, NEC-CEC/UL spec. CMG ITC-ER, PLTC-ER. Passes UL1685 FT4 vertical wire flame tests. Voltage 
rating: 300V. Operating temperature range: -30°C to +105°C. 
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WIRE & CABLE 


Deeg 5e UNSHIELDED TWISTED BELDEN 


SENDING ALL THE RIGHT SIGNALS 


_ RoHS 

ge Gee sinoiat 

—— Available 
ae _——— 
<—<—<—_—__ 
nl a nei istic 

@ Four non bonded twisted pair 24 AWG solid bare @ Compatible with Standard RJ45, RJ12, and R11 Yo ur 
copper conductors Jacks 


@ Nominal capacitance: 15.000Pfift. © CSA certified PCC and FT1; PCCFT1, FT4 and \ 

@ Nominal impedance: 100 ohms FT6 rated D EVE | ‘@) Pp M E N I 
@ Passes Category 5E Specifications @ NEC Type CM rated : é io | 72 oom 5 
@ Application include 10 BaseT, 100 BaseT andATM = @ Min. PS-ACR 11dB/100m 100MHz i : tees 

© Meets/exceeds IEEE 802.3 10 Base T Ethernet @ Min. PS-Next 32.3dB 100MHz : i = i = % 

©@ Meets/exceeds TIA/EIA 568-B.2 Commercial ® Sold in 1000’ spools DI = | 9 R 

Building Wiring Standard : fe 
Price per 
No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 

Cat5e, 24 AWG, Solid, PVC, Non-Plenum 

@ 1583A 0061000 4 4.801mm Blue 1000ft 20M4372 318.96 

Cat5e, 24 AWG, Solid, Flamarrest®, Plenum 

@ 1585A 0101000 4 4.826mm Black 1000ft 20M4376 551.71 

@ 1585A D151000 4 4.826mm Blue 1000ft 04F8038 366.71 

@ 1585A 008U1000 4 4.826mm Grey 1000ft 20M4375 Onna 

@ 1585A 8771000 4 4.826mm Natural 1000ft 20M4377 BTA 

@ 1585A 0091000 4 4.826mm White 1000ft 20M4378 551.71 

Cat5e, 24 AWG, Solid, FEP, Plenum 

@ 1585LC 0091000 4 4.318mm White 1000ft 30H1237 1712.83 

Cat5e, 24 AWG, Solid, DataBrite® PVC, Non-Plenum 

@ 1583B T301000 4 4.953mm Pink 1000ft 04F8659 535.96 

Cat5e, 24 AWG, 7 x 32AWG, PVC, Non-Plenum 

@ 1592A F2VU1000 4 5.41mm Grey 1000ft 30H1239 669.24 
PIM_6069 


syumerricquapcasie (cut BELIDEIN 


SENDING ALL THE RIGHT SIGNALS 


ee @ &.. 7 EDUCATION 


Choice of PROFINET Types A,B orC cable with — Rip cord for ease of jacket stripping —enny & MAKERS 
symmetric quad construction: @ Sequential marking at two foot intervals 
© Type A (stationary applications) mfg. part no. © Meets vertical tray flame test; Types A and B: 

7960A has solid bare copper conductors with PVC UL1685 FT4/IEEE 1202; Type C: UL1666 

outer jacket @ AWM types A and B: UL Style 21047, Type C: UL 


© Type B (flexing applications) mfg. part no. 7961A Style 20626 
has stranded tinned copper conductors with PVC © Operating temperature range: -40°C to +80°C 


outer jacke! © Sold in 1000’ and 2000’ spools 
© Type C (continuous-flex trailing applications) Applications: 
mfg. part no. 7962A has stranded tinned copper @ Industrial Ethernet, Category 5e - TIA 568.C.2, 
conductors with TPE (weld-splatter resistant) ProfiNet, 100BaseTX 
outer jacke! @ CMX-Outdoor, PLTC (Power Limited Tray Cable) 
Features: © Suitable for outdoor and indoor usage 
© Polyolefin insulation, FRPE bedding /inner jacket © Harsh industrial environments 
© Beldfoil® aluminum foil/polyester tape shield with ® Class | Div Il hazardous areas and non-hazardous 
overall braid to maintain signal integrity in high- areas 
noise environments @ Raceways, conduit and supported by messenger 
@ \Industrial-grade sunlight- and oil-resistant green wires 
outer jacke 
Price per oe 
No. of External Spool Spool 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ PROTOTYPE 
CatSe, 22 AWG, Solid, Type A & TEST 
@ 7960A 1SW1000 2 6.5mm Green 1000ft 77Y6059 2329.50 
@ 7960A 1SW2000 2 6.5mm Green 2000ft 77Y6060 4659.00 
Cat5e, 22 AWG, 7 x 0.25mm, Type B 
@ 7961A 1SW1000 2 6.5mm Green 1000ft 77Y6061 3088.83 
@ 7961A 1SW2000 2 6.5mm Green 2000ft TTY6062 6177.66 
Cat5e, 22 AWG, 19 x 34AWG, Type C 
@ 7962A 1SW1000 2 6.5mm Green 1000ft 77Y6063 5230.53 
@ 7962A 1SW2000 2 6.5mm Green 2000ft 77Y6064 10461.06 
PIM_5502366 
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COAX CABLE 


COAXIAL AND TWINAXIAL CABLE Gepermyin : MICRO COAXIAL CABLE (CONT.) 
Available Al p h aWi re Price per 


Cables you tus. Service you deserve Wire External Spool |__Spool 


Mfg. Part No. Size Stranding | Diameter | Impedance | Size | Stock No. 1-4+ 


as ae @) Silver-Plated Copper Conductor and Tinned Copper Spiral Shield 


Alpha coaxial and twinaxial cable is available in a variety of impedance grades, RG types, conductor and jacket @ 9442 WHO33_| 42AWG | 7x50AWG | 0.3mm 50ohm 328ft_| 81Y2586 | 378.35 
materials. Most are used in voice, video and data applications. UL listed. Sold in 100’ and 1000’ spools. 500’ @ 9444 WHO33_| 44AWG | 7x52AWG | 0.25mm 50o0hm 328ft | 81Y2587 610.08 


spools are also available; go online or call. Tinned Copper Conductor and Spiral Shield 


Coaxial Cable © 9436 WHO33 | 36AWG | 7x44AWG | 053mm | S0ohm | zen | 612583 | 34450 
Price per @ 9438 WHO33 | 38AWG | 7x46AWG | 0.46mm 50ohm 32eft | 81Y2584 | 378.35 
Wire External Spool |_Spoo! __ ~S aao wn | 4awe | 7x48awG | 036mm | S0ohm ) azet | e1v25e5 | 378.35 
Mfg. Part No. Size Stranding | Diameter | Impedance | Size | Stock No. 1-4+ = = 
RG55B, Silver Plated Copper Conductor, PE Jacket PIM_5526711 
@ 90558 BK001 | 20AWG| Solid 5.1imm | 53.5ohm | 1000 | 92F6962 | 2486.13 
© 90558 BK005 | 20AWG| Solid 5.1imm | 53.5ohm | 100f | 02F9822 | 426.11 BRILLIANCE® 3GHz, 75-OHM Byilsance BELDEN 
RG58A, Tinned Copper Conductor, PVC Jacket PRECISION VIDEO COAXIAL 
@ 9058ABK001 | 21AWG] 19x0.18mm | 495mm | 50chm | 1000R| 92F6963 | 654.19 CABLE FOR DIGITAL AND — ele 


@9058ABK005 | 21AWG| 19x0.18mm | 4.95mm | 50ohm | 100f | 06M4020 | 130.70 ANALOG APPLICATIONS 


RG58A, Tinned Copper Conductor, PVC Jacket — UL Type CL2 ames RoHS — 
@ 9058AC BKO05 | 21AWG| 19x0.18mm | 4.95mm | 50ohm | 100f | 06H1062 | 134.50 ———— Gee eimoint 


@ 9058AC BK021 | 21AWG | 19x0.18mm | 4.95mm 50ohm 1000ft | 28B8798 745.96 1505A,1694A, 1855A, 7731A 

RG58C, Tinned Copper Conductor, PVC Jacket Price per 
© 9058C BKO01 | 21AWG | 19x0.183mm | 4.95mm | 50ohm | 10008 | 03F3307 | 991.57 Wire External Spool Spool 
@ 9058C BK005 | 21AWG | 19x0.183mm | 4.95mm 50ohm 100 86K9100 275.64 sane Part No. Size Stranding | Diameter | Impedance | Size | Stock No. 1-4+ 


RG59B, Bare Copper Conductor, PVC Jacket 
@ 9059B BK001 23AWG Solid 6.1mm 75ohm 1000ft | 92F6972 | 1153.03 
@ 9059B BKO05 =| 23AWG Solid 6.4mm 750hm 1001 86K7955 327.66 
RG59, Bare Copper Conductor, PVC Jacket 
@9059C BKO05 =| 22AWG Solid 6.15mm 73o0hm 1001 28B8808 136.69 
@ 9059C BK021_ | 22AWG Solid 6.15mm | 73ohm | 10008 | 88K1504 | 661.30 
RG62A, Bare Copper Conductor, PVC Jacket 
@ 9062ABK005 | 22AWG | Solid 6.15mm 93ohm 1001 02F9838 126.18 


@ 1695A 877500 18AWG Solid 5.817mm 750hm 500 87K1148 | 2083.71 
RG6, Bare Copper Conductor, Foam PE Insulation, Double Braid, Black PVC Jacket 
@ 1694F B591000 | 19AWG | 7x 27AWG | 7.01mm 750hm 1000ft | 10M8769 | 1891.96 

RG6, Bare Copper Conductor, Foam PE Insulation, Foil/Braid, Black PVC Jacket 
@ 1694A 010500 18AWG Solid 6.96mm 750hm 500 04F6730 661.36 
@ 1694A.0101000 | 18AWG Solid 6.96mm 750hm 1000 04F6727 | 1322.73 
RG11, Bare Copper Conductor, Foam PE Insulation, Foil/Braid, Black PVC Jacket 
@ 7731A 010500 14AWG Solid 10.16mm 750hm 500! 83F6771 | 1645.75 
@ 7731A0101000 | 14AWG Solid 10.16mm 750hm 1000 83F6770 | 3291.50 
RG59, Bare Copper Conductor, Foam PE Insulation, Foil/Braid, Black PVC Jacket 
@ 1505A 010500 20AWG Solid §.918mm 750hm 500! 87K6203 538.08 

@ 1505A0101000 | 20AWG Solid §.918mm 750hm 1000ft | 04F4525 | 1076.16 


@ 9062A BK021 22AWG Solid 6.15mm 93ohm 1000ft | 03F3310 580.79 
RG217, Bare Copper Conductor, PVC Jacket 
@ 9217 BKO01 10AWG Solid 13.84mm 50ohm 1000ft | 02F9855 | 8201.46 
@9217BK005 | 10AWG Solid 13.84mm | 50ohm | 100f | 02F9853 | 4416.36 


PIM_10023 RG59, Bare Copper Conductor, PE Insulation, Double Braid, Black PE Jacket 
@ 6281010500 | 20AWG| Solid | 7.747mm| 75ohm | Soom | O2F4219 | 1271.75 
Twinaxial Cable @ 8281 0101000 20AWG Solid 7.747mm 750hm 1000 02F6099 | 2543.49 
Price per RG59, Bare Copper Conductor, PE Insulation, Double Braid, Black PVC Jacket 
External Spool Spool © 8281F J5C1000 | 22AWG | 7x 29AWG | 7.722mm | 75ohm | 1000f | 04F6352 | 3050.95 
Mfg. Part No. Stranding Diameter_| Color Size Stock No. 14+ RG59, Miniature, Bare Copper Conductor, PE Insulation, Single Braid, Black PE Jacket 
22 AWG, Tinned Copper Conductors, PVC Jacket @ 8279010500 | 23AWG | 7x32AWG | 5.588mm | 750hm | 500i | 87K1577 | 801.55 
@ 9823 BKO01 19x34AWG | 836mm | Black | 1000 | 92F7522 | 1215.31 @ 82790101000 | 23AWG | 7x32AWG | 5.588mm | 75ohm | 1000f | 02F5652 | 1603.09 
@ 9823 BKO05 19x34AWG 8.36mm Black 100ft 06m4032 161.54 RG59, Sub Mini, Bare Copper Conductor, Foam PE Insulation, Foil/Braid, Black PVC Jacket 
PIM_5511168 @ 1855A 010500 23AWG Solid 4.039mm 750hm 5001 87K1173 514.81 


@ 1855A.0101000 | 23AWG Solid 4.039mm 750hm 1000ft | 83F6768 959.81 


MICRO COAXIAL CABLE RoHS 
Thin and Flexible Geert G) AlphaWire PIM_60178 
a eernsseweresers PLENUM COAXIAL CABLE — 75°C os Pos BELDEN 


| -~ — Available SENDING ALL THE RIGHT SIGNALS 

@ Thin, lightweight, flexible — offers easy routing properties for outstanding signal integrity, low ano? 

even when space is limited capacitance and consistent controlled impedance : : ; 
© 50 Ohm impedance © Bend radius 10x cable diameter For computer, instrumentation and broadcast. Al feature a Flamarrest® jacket. Color: natural. All are rated NEC 
@ 50 to 32 AWG high-strength silver-plated or tinned © 30Vrms voltage rating Article 800, Type CMP and CSA PCC FT4/FT6. UL listed. 

copper alloy stranded conductor @ Temperature range -70°C to +200°C (silver-plat- Price per 
© Silver-plated or tinned copper braid or spiral shield ed), +150°C (tinned) Wire Extamal Spool Spool 

a : : ts 

saci edi ah ra EMI protection . paeren 1745; CE EU Low Voltage Directive Mfg. Part No. Size Stranding | Diameter | Impedance | Size | Stock No. 1-4+ 
@ PFA dielectric and white outer jacket provide stable @ Sold in 328 ft. (100m) spools RG6, Bare Copper Conductor, Foam FEP Insulation 
Alpha Essentials Micro Coaxial cable line is a great space-saving solution that makes routing easier in @ 82248 877U1000 | 18AWG Solid 5.639mm 75ohm 1000ft | 87K1557 | 3822.67 
| as ere ries endoscopy _ ee se hppobs at bist pi RG58A, Tinned Copper Conductor, Foam PFA Insulation 
equipment, dental equipment, test and measurement equipment, industrial inspection,radio frequency, interna 
flat panel displays, CCD camera, electronic equipment (PC, Laptiop, LCD, PDA, Cell phone), and more. © 82907 8771000 _| 20AWG | 19x 32AWG | _4.06mm S0ohm 1000ft | 04F8662 | 2939.27 

Price per RG58, Bare Copper Conductor, FEP Insulation 
Wire External Spool Spool @ 82240 877U500 | 20AWG Solid 4.04mm | 53.50hm | 500f | 04F6115 = 

Mfg. Part No. Size Stranding | Diameter | Impedance | Size | Stock No. 1-4+ @ 82240 877U1000 | 20AWG Solid 4.04mm 53.50hm | 1000ft | 04F6116 | 2840.32 
Silver-Plated Copper Conductor and Braid Shield RG59, Bare Copper Conductor, Foam FEP Insulation 
@ 9432 WHO33_ | 32AWG | 7x40AWG | 1.12mm 50ohm 328ft | 81¥2581 958.66 @ 82259 877U1000 | 22AWG | 7x30AWG | 4.902mm | 75ohm | 1000ft | 87K1558 — 
@ 9434 WHO33 | 34AWG | 7x 42AWG | 0.99mm 50ohm 328ft | 81¥2582 857.81 RG59, Copper Covered Steel Conductor, FEP Insulation 
Silver-Plated Copper Conductor and Spiral Shield @ 82241 877U1000 | 23AWG Solid 4.826mm | 750ohm | 1000ft | 04F6118 = 
@ 9446 WHO33 | 46AWG | 7x54AWG | 0.2mm 50ohm 328ft | 81Y2588 | 1040.45 RG62, Copper Covered Steel Conductor, Foam FEP Insulation 
@ 9448 WHO33_ | 48AWG | 7x 56AWG | 0.18mm 50ohm 328ft | 81¥2589 | 1155.33 @ 82262 877U1000 | 22AWG Solid 5.18mm 93ohm | 1000ft | 04F6121 = 
@ 9450 WH033_ | SOAWG | 7x 58AWG | 0.15mm 50ohm 328ft | 81¥2590 | 3058.17 PIM_6173 

> CONTINUED > 


590 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


MICROWAVE COAXIAL CABLE 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 
= =_— RoHS 
ee 
Available 
1673J 


Microwave 50 ohm coaxial cable are alternatives to semirigid and flexible coax for black box applications 
involving internal, head-end wiring of electronic equipment, delay lines, and high-frequency microwave 


applications. All feature silver-plated copper covered steel conductor, PTFE core insulation and copper-tin/foil 
tape and braid composite shield (100% coverage). Choice of PVC jacket or unjacketed versions. Sold in 100’ 
spools 
Price per 
Wire External Spool Spool 
Mfg. Part No. Size Stranding | Diameter | Impedance | Size | Stock No. 1-4+ 
RG402, Black PVC Jacket 
@ 1673J010100 | 19AWG Solid 4.521mm 500hm 100 87K1142 | 1291.94 
RG402, Unjacketed 
@ 1673A TINSO 19AWG Solid 3.505mm 50ohm 501 91B9909 617.33 
@ 1673ATIN100 | 19AWG Solid 3.505mm 500hm 100 87K1141 | 1132.04 
RG405, Black PVC Jacket 
@ 1671J010100 | 24AWG Solid 3.226mm 50ohm 100 83F6761 | 1260.31 
RG405, Unjacketed 
@ 1671A TINSO 24AWG Solid 2.159mm 50ohm 50 15B1936 728.80 
@ 1671ATIN100 | 24AWG Solid 2.159mm 50ohm 100 99F6456 | 1239.27 
PIM_60273 


50-OHM TRANSMISSION COMPUTER COAXIAL 
CABLE 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 
RoHS 


‘ Gee simpiat 
Available 


8216 


All cable features polyethylene insulation and black PVC jacket except mfg. part no. 9907 which is foam 
polyethylene insulation with a grey PVC jacket. Sold in 500’ and 1000’ spools. 
Price per 
Wire External Spool Spool 
Mfg. Part No. Size Stranding | Diameter | Impedance | Size | Stock No. 1-4+ 
RG8 
@ 8237 010500 13AWG | 7x 21AWG | 10.236mm | 52ohm 500ft | 87K1562 | 1670.96 
@ 82370101000 | 13AWG | 7x21AWG | 10.236mm | 52ohm | 1000ft | 87K7166 | 3562.31 
RG8X 
@ 9258 010U500 | 16AWG | 19x 29AWG | 6.15mm 500hm 500ft | 03F2937 975.10 
@ 9258 0091000 | 16AWG | 19x 29AWG | 6.15mm 50ohm | 1000ft | 29M7287 | 1817.97 
RG58 
@ 9201 010U500 | 20AWG Solid 4.9mm §2ohm 500ft | 04F5186 eee 
RG58A 
@ 82190101000 | 20AWG | 19x32AWG | 4.9mm 54ohm | 1000ft | 1208688 pes 
@ 8240 010U500 | 20AWG Solid 4.902mm 52ohm 500ft | 02F4194 526.76 
@ 8240 010U1000 | 20AWG Solid 4.902mm 52ohm | 1000ft | 87K6238 | 1053.51 
@ 8259 010U500 | 20AWG | 19x 33AWG | 4.902mm 50ohm 500ft | 02F4203 561.36 
@ 8259 010U1000 | 20AWG | 19x 33AWG | 4.902mm 50ohm | 1000ft | 87K6239 | 1115.64 
@ 9907 E4X500 20AWG | 19x32AWG | 4.7mm 50ohm 500ft | 03F6819 983.42 
@ 9907 E4XU1000 | 20AWG | 19x 32AWG | 4.7mm 50ohm | 1000ft | 03F6820 | 4966.83 
RG58C 
@ 8262010U500 | 20AWG | 19x 33AWG | 4.953mm 50ohm 500ft | 87K1570 750.57 
@ 8262 .010U1000 | 20AWG | 19x 33AWG | 4.953mm 50ohm | 1000ft | 02F4118 = 
RG174 
@ 8216 010500 26AWG | 7x 34AWG | 2.794mm 50ohm 500ft | 02F4120 477.90 
@ 82160101000 | 26AWG | 7x 34AWG | 2.794mm 50ohm | 1000ft | 87K1552 955.80 
RG213 
@ 8267 010500 13AWG | 7x21AWG | 10.29mm 50ohm 500ft | 03F1336 | 2306.58 
@ 82670101000 | 13AWG | 7x21AWG | 10.29mm 50ohm | 1000ft | 03F1337 | 4591.03 
RG223 
@ 9273010U500 | 19AWG Solid 5.39mm 50ohm 500ft | 03F1354 a 
PIM_60272 


SERIES 6 DIRECT BROADCAST SATELLITE (DBS) 
COAXIAL CABLE 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 
RoHS _ 
Compliant 
Available 
1829A 


Direct broadcast satellite (DBS) cable is sweep-tested to 3GHz and meets all requirements for the new 
frequency spectrum allocated to DBS. All feature gas-injected foam polyethylene insulation. Nominal velocity of 
propagation: 83%. Nominal capacitance: 16.2pF/ft. All pass flame test UL-1685. Sold in 500’ and 1000’ spools. 


> CONTINUED > 


1.800.463.9275 © newark.com 


WIRE & CABLE 


COAX CABLE 


SERIES 6 DIRECT BROADCAST SATELLITE (DBS) COAXIAL CABLE (CONT.) 


Price per 
Wire External Spool Spool 
Mfg. Part No. Size | Stranding | Diameter | Impedance | Size | Stock No. 1-4+ 
RG6, Bare Copper Conductor, Duobond® Shield, Black PVC Jacket 
@ 7915A010U500 | 18AWG Solid 6.985mm 750hm 500ft | 30H4357 Fe, 
@ 7915A.010U1000 | 18AWG Solid 6.985mm 750hm 1000ft | 87K1515 532.77 
RG6, Bare Copper Conductor, Duobondl® Shield, Black PVC Jacket 
@ 7916A010U1000 | 18AWG Solid 7.569mm 750hm 1000ft | 9103816 400.20 
RG6, Bare Copper Conductor, Duobondl® Shield, White PVC Jacket 
@7916A009U500 | 18AWG Solid 7.569mm 750hm 500ft | 30H4358 178.33 
RG6, Copper Covered Steel Conductor, Duobond®@ll Shield, Black PVC Jacket 
@ 1829A.010U1000 | 18AWG Solid 6.858mm 75ohm 1000ft | 95B5034 250.81 
RG6, Dual Coax, Copper Covered Steel Conductor, Duobond@ll Shield, Black PE Jacket 
@ 1843A 0101000 18AWG Solid 19.05mm 750hm 1000ft | 15B2082 527.46 
RG6, Dual Coax, Copper Covered Steel Conductor, Duobond@ll Shield, Black PVC Jacket 
@ 1840A 010500 18AWG Solid 17.856mm 750hm 500ft | 30H1361 273.20 
PIM_51787 


HIGH-TEMPERATURE MIL-C-17 SHIELDED COAXIAL 
CABLE 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 


vw-t 


RoHS 
83264 Osa 
Available 


Mfg. part nos. 83269 and 83265 have a 96% shield; all others have a 95% shield. 


Price per 
Wire External Spool Spool 
Mfg. Part No. Size Stranding | Diameter | Impedance | Size | Stock No. 1-4+ 
RG142B 
@ 83242001100 | 19AWG Solid | 4.953mm 50ohm 100: 87K1711 | 1265.73 


RG178B, Silver Plated Copper Covered Steel Conductor, White FEP Jacket, M17/169-00001 

@ 83265 009100 30AWG | 7 x 38AWG | 1.803mm 50ohm 100) 87K6276 286.04 
@ 83265 009500 30AWG | 7 x 38AWG | 1.803mm 500hm 500 02F5781 | 1343.52 
RG179, Silver Plated Copper Covered Steel Conductor, Brown FEP Jacket, MIL-C-17G 

@ 83264 001100 30AWG | 7x 38AWG | 2.54mm 750hm 100) 87K2764 485.09 
@ 83264 001500 30AWG | 7x 38AWG | 2.54mm 750hm 500 87K1714 | 2089.93 
RG187A, Silver Plated Copper Covered Steel Conductor, White TFE Tape Jacket, MIL-C-17D 


@ 83267 009100 30AWG | 7 x 38AWG | 2.667mm 750hm 100) 87K7171 602.81 
@ 83267 0091000 | 30AWG | 7x38AWG | 2.667mm | 75ohm | 1000 | 04F3145 | 5499.75 
RG188A, Silver Plated Copper Covered Steel Conductor, White TFE Tape Jacket, MIL-C-17G 

@ 83269 009100 26AWG | 7x 34AWG | 2.49mm 50ohm 100! 87K6277 434.53 
@ 83269 009500 26AWG | 7x 34AWG | 2.49mm 500hm 500 87K1717 | 2470.75 


RG316, Silver Plated Copper Covered Steel Conductor, White FEP Jacket, MIL-C-17D 


@ 83284009100 | 26AWG | 7x34AWG | 2.49mm 50ohm 100: 02F5771 431.19 
@ 83284 009500 | 26AWG | 7x34AWG | 2.49mm 50ohm 500! 02F5772 | 1978.24 
PIM_6220 


LOW TRIBOELECTRIC NOISE SHIELDED COAXIAL 
CABLE 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 

Ser RoHS — 
III Compliant 
Available 


Mfg. part no. 9223 low noise RG-58/U coaxial cable features polyethylene insulation, conductive layer plus 
tinned copper braid shield (95% coverage). NOTE: Not recommended for RF use. 


Price per 
Wire External Spool Spool 
Mfg. Part No. Size Stranding | Diameter | Impedance | Size | Stock No. 1-4+ 
RG58, Tinned Copper Conductor, Duobond®@ll Shield, Black PVC Jacket 
@ 9223010100 | 22AWG | 7x 30AWG | 4.953mm 50ohm 100ft | 03F2136 280.78 
@ 9223010500 | 22AWG | 7x 30AWG | 4.953mm 50ohm 500ft | 03F2137 | 1052.53 
@ 9223 0101000 | 22AWG | 7x 30AWG | 4.953mm 50ohm 1000ft | 03F2138 | 1962.35 
RG174 
@ 9239010100 | 26AWG | 7x34AWG | 2.57mm 50ohm 100ft | 03F2133 187.23 
@ 9239010500 | 26AWG | 7x34AWG | 2.57mm 50ohm 500ft | 87K1859 698.53 
@ 9239 0101000 | 26AWG | 7x34AWG | 2.57mm 50ohm 1000ft | 03F2135 | 1296.24 
PIM_6219 
TWINAXIAL COMPUTER CABLE 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 


: —s E = Gein . 
— < == = _ = ompliant 
<< oe — Available 


9207 
9463 


Both twinaxial cables feature Duofoil® 100% shield plus tinned copper braid and PE insulation. Mfg. part 


no.9207 has a PE inner jacket. 
> CONTINUED > 
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WIRE & CABLE 


COAX CABLE 


TWINAXIAL COMPUTER CABLE (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MIL-C-17 50-OHM COAXIAL CABLE 


BELDEN 


azo SENDING ALL THE RIGHT SIGNALS 
External Spool Spool 
Mfg. Part No. Stranding Diameter | Color Size Stock No. 1-4+ ——— —_" Gee tinoiat 
22 AWG Available 
@ 9182 010U500 | 19x34AWG 8.8mm Black 500ft 87K7326 2725.45 84316 series RG-316 coaxial cable features 0.02” silver-plated copper-covered steel conductor with PTFE 
ri = insulation, silver-plated copper braid shield, and brown FEP (fluorinated ethylene propylene) jacket. Meets 
20 AWG, ‘winax’2: Conductors = Blue Hose®. MIL-C-17, M17/113-RG316 military specifications. UL flame test: UL1685 UL loading, VW-1. Nom. inductance: 
© 9463 J22U500 TX28AWG 6.045mm Blue 500ft 70B5512 1359.45 0.067 pH/ft. Operating voltage (military spec.): 900VRMS. Operating temperature range: -70°C To +200°C. 
@ 9463 J22U1000 7x28AWG 6.045mm Blue 1000ft 03F5678 2718.90 Available in spool sizes listed below. 
20 AWG, 2 Tinned Copper Conductors, Sun-Resistant PVC Jacket — Blue Hose® Price per 
@ 9463 J22100 | 7x28AWG 6.045mm Blue 100ft 03F5677 334.22 Wire External Spool Spool 
20 AWG, 1 Bare Copper/1 Tinned Copper Conductors, PVC Jacket Mfg. Part No. Size Stranding | Diameter | Impedance | Size | Stock No. 1-4+ 
© 9207 0100500 728AWG | 84mm | Black | S00 | 03F2146 | 1974.79 RG316 
@ 9207 010100 7x28AWG 8.4mm Black 100ft 03F2145 469.48 @ 84316 001100 | 26AWG | 7x34AWG | 2.44mm 50ohm 100ft | 87K1762 545.96 
© 9207 0101000 728AWG | 84mm | Black | 1000t | 03F2147 | 3949.58 © 84316 001500_| 26AWG | 7x34AWG | 2.438mm | S0chm | S00 | O3F7183 | 2478.71 
20 AWG @ 84316 0011000 | 26AWG | 7 x 34AWG | 2.489mm 50ohm 1000ft | 9487722 | 4621.32 
@ 9272 006100 7x28AWG 6.2mm Blue 100ft 87K7334 420.52 PIM_164089 
@ 9463 J221000 7x28AWG 6.1mm Blue 1000ft 87K6358 2718.90 
PIM_6221 INDIVIDUALLY SHIELDED PAIRED LOW BELDEN 
CAPACITANCE COMPUTER CABLE FOR EIA RS-422 
VIDEO TRIAX CABLE BEL E APPLICATIONS SENDING ALL THE RIGHT SIGNALS 
D I si RoHS _ 
oe SENDING ALL THE RIGHT SIGNALS COs 
— 
RoHS ® 
Compliant 
- Seite W 
ications: © ici f 
Used to interconnect video cameras to related equipment. Suitable for digital camera triax applications. Isolated By tees e Nee oe 


shields allow the triax to provide multiple functions over one cable through multiplexing techniques. RG-11 type 
have lower losses for longer runs. 


Price per 
External Spool Spool 
Mfg. Part No. Stranding Diameter Color Size Stock No. 1-4+ 
22 AWG 
@ 1857A B591000 19x34AWG 9.144mm Black 1000ft 15B2103 3536.45 


15 AWG, Plenum-CMP Type, Bare Copper Conductor and Double Braid Shields, PVDF Inner/ 
Outer Jackets 


@ 1859A-500-10 19x27AWG 10.312mm Black 500ft 19C6346 7876.06 
14 AWG, Bare Copper Conductor and Double Braid Shields, PE Inner/Outer Jackets 
© 8233 010500 Solid 12.065mm | Black | S00f | 87K1560 | 2030.73 


PIM_58772 


BELDEN 


LOW-LOSS 50-OHM WIRELESS RF TRANSMISSION 
SENDING ALL THE RIGHT SIGNALS 


COAXIAL CABLE 
: = RoHS 
—— i Gee iimoint 


Transmission cable is designed for applications in radio, cellular telecom, TV, satellite, microwave and other 
2-way communications systems. Ideal for indoor, outdoor and aerial applications. Feature solid bare-copper 
conductor except mfg. part no. 7810A which si solid bare copper-covered aluminum. All have foam high-density 
polyethylene insulation except mfg. part no. 7805 which is solid polyethylene. All have Duobond II® shielding 


Tinned copper conductors, Beldfoil® aluminum-polyester shield and a stranded tinned copper drain wire. Overall 
chrome PVC jacket. Datalene® insulated. 300V, 60°C. UL recognized 2493; NEC Type CM. Capacitance: 
12.5pFift. 


Price per 

No. of External Spool Spool 

Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ 

24 AWG, 7 x 32AWG 
@ 9729 060100 2 6.756mm Chrome 100 87K7384 401.81 
@ 9729 060500 2 6.756mm Chrome 500 87K7385 1690.09 
@ 9729 0601000 2 6.756mm Chrome 1000 03F2945 3380.17 
@ 9730 060100 3 8.484mm Chrome 100 87K6362 603.50 
@ 9730 0601000 3 8.484mm Chrome 1000ft 03F1694 5076.19 
@ 9728 060100 4 9.22mm Chrome 100 87K6361 799.53 
@ 9728 060500 4 9.22mm Chrome 500 04F8749 3363.98 
@ 9728 0601000 4 9.22mm Chrome 1000 04F8750 6727.95 
@ 9731 0601000 6 10.693mm Chrome 1000 06M4029 |10498.94 
PIM_6088 


LOW-CAPACITANCE, MULTICONDUCTOR OVERALL 
FOIL/BRAID SHIELDED COMPUTER CABLE FOR EIA BELDEN 
RS-232 AND RS-423 APPLICATIONS ae ad ea 


plus a tinned-copper braid except mfg. part nos. 7805 and 7805R which have a Beldfoil® shield plus tinned RoHS _ 
copper braid and mfg. part nos. 7806A, 7806R and 7807A which have a Duofoil® shield plus tinned copper Geptinaian 
braid. Mfg. part nos. with an A suffix have a black polyethylene jacket. Mfg. part no. 7805 and those with an R ae ee 
suffix have a black PVC jacket except mfg. part no. 7805R which is grey. Sold in spools of 500’ and 1000’. A 
100’ spools are available for mfg. part nos. 7805 and 7805R; go online or call. 
; ae ae Tinned copper, Datalene® insulated, multi-conductor cable with overall Beldfoil® aluminum-polyester plus 
Wire : External Spool ee eS 65% tinned copper braid shield. 24 AWG stranded tinned copper drain wire. Chrome PVC jacket. Datalene® 
Mfg. Part No. Size _| Stranding | Diameter | Impedance | Size | Stock No. 1-4+ insulation features low dielectric constant and a dissipation factor for high-speed, low-distortion data handling. 
RG8 NEC Type CM. Capacitance pF/ft.: 12. Rated 30V, 80°C. UL recognized. 
@ 7808A 010500 15AWG Solid 6.096mm 500hm 500ft | 95B5121 | 1107.65 Price per 
@ 78104010500 | 10AWG | Solid | 10.236mm| 50chm | 500 | 95B5125 | 1707.88 No. of External Spool |__Spool__ 
@7810A0101000 | 10AWG | Solid | 10.236mm| 50ohm | 1000f | 9585124 | 3415.75 Mfg.PartNo. | Conductors | Diameter | Color | Size _/BRStOSNiNGHS Miz 
RG58 24 AWG, 7 x 32AWG 
© 7806A010500 | 19AWG | Solid | 4953mm | S0ohm | S00R | 95B5117 | 874.12 © 9925 060100 2 5.209mm_| Chrome _| 100 __[RROSEENS2i ZIG 
@ 78060101000 | 19AWG | Sold | 4953mm | S0ohm | 1000R| @7K1502 | 1748.23 @21060100 : 5.842mm | Chrome | 100% | RRGUIS Ia Eaeeiee 
® 7806R 010500 TOAWG Solid 4.953mm 0ohm Bor | 87K7164 950.32 @ 9927 060500 4 5.842mm Chrome 500: 87K7432 1404.15 
@7806R 0101000 | 19AWG | Solid | 4953mm | S0ohm | 1000 | @7Ke234 | 4771.77 © 9927 0604000 a 5.842mm_| Chrome | 1000 | ROSESIS7aN 2S0Ez 
@ 7807010500 | 17AWG | Solid | 4953mm | 50ohm | 500% | 9585119 | 875.00 71060100 7 G:spemmy <I SGnngme’ Is) O3F4191 | 463.39 
@7807A0101000 | 17AWG | Solid | 4.953mm | S0ohm | 1000 | 95B5118 | 1750.00 © 9932 060100 # 6.731mm_| Chrome | 100 BIKES |S O3120 
RG174 @ 9932 060500 7 6.731mm Chrome 500! 03F4195 2116.22 
@ 7805 010500 25AWG Solid 2.794mm 50ohm Boor | 2702164 664.29 @ 9933 060100 8 7.112mm Chrome 100) 03F4069 514.56 
@ 7805 0101000 25AWG Solid 2.794mm 50ohm tooo | 2762163 | 1328.57 @ 9934 060100 9 7.62mm Chrome 100) 87K7444 615.20 
® 7805R 008500 | 24.5AWG Solid 2.794mm 50ohm Boor | 2702167 763.44 @ 9934 060500 9 7.62mm Chrome 500 87K7445 2587.92 
@ 7805R 0081000 | 24.5AWG Solid 2.794mm 50ohm tooo | 2762166 | 1526.81 @ 9934 0601000 9 7.62mm Chrome 1000: 03F4074 5175.84 
@ 9935 060100 10 7.772mm | Chrome | 100 87K7446 | 640.05 
sieouncs @ 9936 060500 15 8.763mm Chrome 500) 03F4079 3848.96 
@ 9938 060100 37 12.7mm Chrome 100! 87K7447 2757.56 
PIM_6031 


592 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


LOW-CAPACITANCE PAIRED SHIELDED COMPUTER 
CABLE 


BELDEN 


SENDING ALL THE RIGHT SIGNALS 


WIRE & CABLE 
COAX CABLE 


3302 SERIES 0.050” (1.27) 28 AWG COLOR-CODED FLAT RIBBON CABLE 
(CONT.) 


= otis Price per 
‘ol 
Gee sinpiat No. of Spool Spool 
palaele Mfg. Part No. Conductors Width Size Stock No. 1-4+ 
Al 28 AWG, 7 x 36AWG 
These computer cables are ideally suited for EIA RS-232 and RS-485 applications except mfg. part no. © 3302/09 9 11.43mmn 100 O3F5915 68:52 
9842 which is for EIA RS-485 applications only. All feature twisted paired tinned copper stranded conductors, @ 3302/10 10 12.7mm 100) 03F5916 63.60 
Datalene® insulated, except mfg. part no. 9842 which is polyethylene, Beldfoil® aluminum-polyester shield and @ 3302/14 14 147.78mm 100 03F5917 82.50 
overall tinned copper braid shield with a stranded tinned copper drain wire. Chrome PVC jacket. Rated: 30V, 
80°C. Capacitance: 12.5pF/Ft (mfg, part no, 9842 12.8pF/Ft,) NEC type CM, UL recognized 2919. © 3302/16 16 20.32mm 100 03h5918 94.30 
Priceper @ 3302/20 20 25.4mm 100: 03F5919 117.87 
No. of External Spool Spool @ 3302/26 26 33.02mm 100: 03F5920 = 
Mfg. Part No. Pairs Diameter Color Size Stock No. 1-4+ @ 3302/34 34 43.18mm 1001 03F5921 200.39 
28 AWG, 7 x 36AWG @ 3302/40 40 50.8mm 1001 03F5923 POE 
@ 8132 060100 2 5.588mm Chrome 100 03F4003 401.30 @ 3302/50 50 63.5mm 100ft 03F5924 294.69 
24 AWG, 7 x 32AWG @ 3302/60 60 76.2mm 100ft 03F5925 353.61 
@ 8102 060100 2 6.858mm Chrome 100 87K1525 444.79 @ 3302/64 64 81.28mm 100ft 50F3097 377.18 
@ 8102 0601000 2 6.858mm Chrome 1000ft 03F4112 3488.10 PIM_8517 
@ 9842 060100 2 8.636mm Chrome 100 04F3310 488.03 
© 9842 060500 2 | 8636mm | Chrome | soot | 87K1929_ | 2005.85 1700 SERIES 0.050” (1.27) TWISTED PAIR COLOR-CODED FLAT 
@ 9842 0601000 2 8.636mm Chrome 1000ft 04F3312 4104.46 RIBBON CABLE 
@ 8103 060100 3 7.188mm Chrome 1001 03F4113 542.07 @ Designed for mass termination RoHS 
© Voltage rating: 300V + Li 
@ 8103 060500 3 7.188mm Chrome 500 87K1526 2280.65 : 7 Compliant 
© Temperature rating: -20°C to Available 
@ 8103 0601000 3 7.188mm Chrome 1000ft 03F4115 4561.29 +80°C e 
@ 8104 060100 4 7.087mm Chrome 100 87K1527 653.82 @ Passes VW-1 Vertical Wire Flame A @) 
@ 8104 060500 4 7.087mm Chrome 500 87K1529 2563.53 Pi 4 disinis insulated 
randed copper conductors, insulate 
© 8104 0601000 4 7.087mm Chrome ‘1000ft 87K1528 5499.93 with color-coded PVC, are twisted into 
@ 8105 060100 5 8.026mm Chrome 100ft 03F4119 846.79 pairs and laminated to a clear PVC 
@ 8105 0601000 5 8.026mm | Chrome | 1000 89K0028 | 6641.25 film to form a planar cable. 18” twisted 
pair sections are alternated with 2" 
@ 8106 060100 6 8.661mm Chrome 100 03F4122 1094.36 parallel sections where the conductors 
@ 8107 060100 7 8.661mm Chrome 100) 87K1530 1238.88 can be mass-terminated to a broad line of insulation displacement connectors. Polyvinyl chloride insulator. UL 
@ 8107 060500 7 8.661mm Chrome 500ft 03F4126 5211.59 recognized, file no. E42769, style 20462. Sold in 100’ spools. 
@ 8107 0601000 7 8.661mm Chrome 1000 03F4127 110423.18 pias a 
@ 8112 060100 12 11.176 Ch 100 06m4002 No. of Spool = 
ule eg iNSSLil Mfg. Part No. Conductors Width Size Stock No. 1-4+ 
riMceoet 28 AWG, 7 x 36AWG 
@ 1700/10 10 12.7mm 100ft 87F4351 31.39 
3811 SERIES 0.050” (1.27) 26 AWG COLOR-CODED FLAT @ 1700/14 14 17.8mm 100ft 87F4352 92.03 
RIBBON CABLE © 1700/16 16 20.3mm 100ft 87F4353 95.63 
RoHS @ 1700/20 20 25.4mm 100ft 87F4354 119.54 
Ose @ 1700/26 26 33mm 100ft 87F4355 155.42 
° @ 1700/34 34 43.2mm 100ft 87F4356 203.24 
A US @ 1700/50 50 63.5mm 100ft 55M7917 298.86 
@ 1700/64 64 81.3mm 100ft 87F4347 382.58 
PIM_8518 


© 0.050” centers permit mass termination to a broad product life 
line of IDC connectors @ Zippable for branching or discrete termination 
@ 26 AWG wire allows for higher power levels © Color coded for wire identification 


© Stranded wire provides flexibility and extended 
Rainbow PVC insulation with 10-color repeat (Brown, Red, Orange, Yellow, Green, Blue, Violet, Grey, White, 
Black) and clear carrier. Features 26 AWG, 7x34 stranded tinned-copper conductors. Impedance: 95 ohm 
unbalanced. Insulation resistance: >1x109 ohm/10’ (3m). Voltage rating: USA 300V; Canada 150V; EU <50V. 
Temperature rating: USA -20°C to +105°;C Canada -20°C to +80°C. Flammability rating: USA VW-1; Canada 
FT1. Available in additional widths (number of conductors); go online or call. Sold in 100’ spools. 


Price per 
No. of Spool Spool 
Mfg. Part No. Conductors Width Size Stock No. 1-4+ 
26 AWG, 7 x 34AWG 
@ 3811/09 9 11.43mm 100ft 23C7917 57.15 
@ 3811/50 50 63.5mm 100ft 03F6787 326.27 
PIM_202186 


3302 SERIES 0.050” (1.27) 28 AWG COLOR-CODED FLAT 
RIBBON CABLE 


@ Easily zippable ribbon cable 

@ 10-Color repeat to aid wire 
identification 

© Stranded tinned copper 22AWG 
conductors 

@ 80°C flame-retardant PVC 
insulation 

® Voltage rating: 300V 

@ Insulation resistance: 1x109 
Ohms/10’ (3) 

@ UL recognized, file no. E42769, 
style 2776; CSA certified 

© Sold in 100’ spools 


RoHS — 
Compliant 
Available 


> CONTINUED > 
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3355 SERIES 0.050” (1.27) 28 AWG ROUND CONDUCTOR FLAT 
RIBBON CABLE 


@ Round tinned-copper conductors 

® 0.050” (1.27mm) spacing permits mass termina- 
tion to a broad line of IDC connectors 

© Grey thermoplastic elastomer (TPE) insulation 
provides excellent transmission properties 

@ Zippable for branching or discrete termination SS 

@ Impedance:117ohm unbalanced ~ 

@ Insulation resistance:>1x10100hm/10' (3m) 

© Voltage rating:300V 

© Temperature rating:-40°C to +105°C 

e 

e 

e 

e 


RoHS _ 
Compliant 
Available 


ze 


Flammability rated: USA, UL horizontal 
UL file no. E42769, style no. 20297 

UL recognized 
Sold in 100’ spools 


Price per 
No. of Spool |_Spool__ 

Mfg. Part No. Conductors Width Size Stock No. 1-4+ 
28 AWG, 7 x 36AWG 
@ 3355/10 10 12.7mm 100 65R4927 = 
@ 3355/14 14 17.78mm 100 62R1111 = 
@ 3355/15 15 19.05mm 100 62R1112 113.31 
@ 3355/16 16 20.32mm 100 62R1113 120.80 
@ 3355/20 20 25.4mm 100 65R4996 151.07 
@ 3355/26 26 33.02mm 100 65R4998 = 
@ 3355/30 30 38.14mm 100 62R1115 226.54 
@ 3355/34 34 43.18mm 100: 62R1116 256.74 
@ 3355/40 40 50.8mm 100: 62R1120 = 
@ 3355/50 50 63.5mm 100 62R1121 377.58 
@ 3355/60 60 76.2mm 1001 62R1124 436.33 
@ 3355/64 64 81.28mm 100: 62R1125 465.41 

PIM_90591 


elementiu 593 


WIRE & CABLE 


FLAT CABLE 


3365 SERIES 0.050” (1.27) ROUND CONDUCTOR FLAT RIBBON 
CABLE 


@ Easily zippable for branching or 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


3659 SERIES 0.050” (1.27) SHIELDED/JACKETED ROUND-TO-FLAT CABLE 
(CONT.) 


3659 series cable features a round, black PVC outer jacket over grey PVC insulated flat cable that is folded, 


discrete termination Gee tinpian wrapped with an aluminum/polyester film foil and enclosed in a round, 90% tinned-copper braid for EMI/ESD 
@ 28 AWG stranded tinned copper Available protection. Continuous split/bonded, tinned copper conductors allow for mass termination to IDC connectors. 
conductors © Folded construction permits mass termination every 2.4” (61). Meets external wiring requirements of National 
@ Grey PVC insulation — 105°C NY Electrical Code, Article 725 (CL2). UL file no. E118773, Power Limited Circuit Cable CL2 (or AWM) Style 20267. 
flame-retardant Temperature rating: -20°C to +105°C. Sold in 100’ spools. 
@ Voltage rating: 300V S 
@ Insulation resistance: >1x1010 eal 
Ohms/10’ (3) No. of Cable Spool Pp 
© ULrecognized, file no. E42769 Mfg. Part No. Conductors Width Size Stock No. 1-4+ 
© Sold in 100’ spools 28 AWG, 7 x 36AWG 
Stranded tinned copper conductors @ 3659/09 9 10.2mm 1001 03F5940 188.67 
on 0.050” (1.27mm) spacing permits 
mass termination to a broad line of © 3659/10 10 ‘1.4mm 100 03F5941 199.96 
IDC connectors. Recommended for @ 3659/15 15 17.8mm 1001 03F5942 227.39 
termination to 3M™ Mini Delta Ribbon @ 3659/16 16 19.4mm 1001 66F6113 216.02 
tai ordered separately, go @ 3659/20 20 24.1mm 100 03F5943 245.11 
prcener @ 3659/25 25 30.5mm 100: 03F5945 266.09 
No. of Spool Spool @ 3659/26 26 31.8mm 100 03F5946 276.72 
Mfg. Part No. Conductors Width Size Stock No. 1-49+ @ 3659/34 34 41.9mm 1001 03F5947 307.05 
28 AWG, 7 x 36AWG @ 3659/37 37 45.7mm 100 03F5949 334.13 
@ 3365/09 9 11.43mm 100 81H9423 35.47 @ 3659/40 40 49.5mm 100: 03F5950 335.44 
@ 3365/10 10 12.7mm 100 19M8487 43.66 @ 3659/50 50 62.2mm 100 03F5951 403.18 
@ 3365/14 14 17.78mm 100 03F5906 38.17 @ 3659/60 60 74.9mm 100: 03F5952 445.09 
@ 3365/15 15 19.05mm 100 50F3092 49.26 PIM_8521 
@ 3365/16 16 20.32mm 100 03F5907 52.56 
@ 3365/20 aa ena 100ft Osseo 65.70 3756 SERIES 0.025” (0.64) 30 AWG ROUND CONDUCTOR FLAT 
@ 3365/24 24 30.48mm 100 50F3093 78.84 RIBBON CABLE 
@ 3365/25 25 31.75mm 1001 03F6789 76.08 © Designed for flexibility and mass ‘ 
© 3365/26 26 33.02mm 100ft 03F5909 79.11 termination to IDC connectors Al 
) E a 
© 3365/30 30 38.1mm 100 98F4402 91.29 Laden oS chaleceieh mbes RoHS _ 
quirements Gee einoiat 
@ 3365/34 34 43.18mm 100: 03F5910 103.47 © Round stranded tinned-copper Available 
@ 3365/37 37 46.99mm 100 03F5911 112.59 ; peat pe 
© 3365/40 40 50.8mm 100 03F5912 121.73 el aoe Speen Ee 
@ 3365/50 50 63.5mm 1001 19M8488 152.13 © Grey thermoplastic elastomer 
@ 3365/60 60 76.2mm 100: 03F5914 182.55 a insulation ct excellent 
Transmission properties 
© 3365/64 64 81.28mm 1008 94F8850 | 194.73 @ Insulation resistance: more than 
PIM_8520 1*1010 ohm/10' (3m) 


3625 SERIES 1MM 28 AWG ROUND CONDUCTOR FLAT RIBBON 

CABLE FOR METRIC CONNECTORS .. 

7 Spire : 
Compliant 
Available 


Stranded conductors on 1mm spacing is designed 
for mass termination to metric connectors 

© Stranded wire provides flexibility and extended 
cable life 

@ Grey PVC insulation 

© Zippable for branching or discrete termination 

@ Insulation resistance: more than 1x1010 ohms/10° 
(3m) 

® Voltage rating: 300V 

© Temperature rating: -20°C to +105°C 

@ Flammability rated: USA, VW-1/Canada, FT1 

© Sold in 98.43’ (30m) and 328.1’ (100m) spools 


© 


Price per 
No. of Spool |_ Spool _ 
Mfg. Part No. Conductors Width Size Stock No. 1-4+ 
28 AWG, 7 x 36AWG 
@ 3625/10 10 10mm 328ft 81H9940 121.69 
@ 3625/12 12 12mm 98.43ft 69K6470 55.38 
@ 3625/16 16 16mm 328ft 94B5381 194.69 
@ 3625/20 20 20mm 98.43ft 69K6472 = 
@ 3625/26 26 26mm 328.1 ft 69K6473 ope 
@ 3625/44 44 44mm 98.43ft 69K6476 153.15 
@ 3625/50 50 50mm 98.43ft 69K6478 213.81 
PIM_85856 


3659 SERIES 0.050” (1.27) SHIELDED/JACKETED ROUND-TO- 
FLAT CABLE 


RoHS _ 
Compliant 
Available 


@ Dual shielding provides 35db average shielding 
effectiveness 


@ PVC insulation provides excellent flexibility 
@ UL listed, UL recognized 


@ Round construction permits easier routing 

© Stranded wire on 0.050" (1.27) pitch permits mass 
termination of IDC connectors 

@ Primary flat cable is zippable for branching or 
discrete terminations 


> CONTINUED > 


594 


@ Impedance: 82 ohm unbalanced/138 
ohm balanced 

® Voltage rating:150V 

© Temperature rating: -40°C to 
+105°C 


@ Flammability rated: USA, VW-1; Canada, FT1 
@ UL file no. £42769, style no. 20297 
@ UL recognized 
@ Sold in 100’ spools; other sizes available; go online or call 
Price per 
No. of Spool Spool 
Mfg. Part No. Conductors Width Size Stock No. 1-4+ 
30 AWG, 7 x 383AWG 
@ 3756/20 20 12.7mm 100ft 98B0130 os 
@ 3756/40 40 25.4mm 100ft 62R1237 188.18 
@ 3756/50 50 31.75mm 100ft 62R1238 233.70 
PIM_90601 
3801 SERIES 0.050” (1.27mm) 26 AWG ROUND CONDUCTOR 
FLAT RIBBON CABLE 
@ 26 AWG wire allows for higher power levels 7. 
© Stranded (7x34) tinned copper round conductors = > A 
provide flexibility = SS 
© 0.050" (1.27mm) spacing permits mass IDC S Gee tinsiat 
termination Available 
@ Grey PVC insulation 
© Zippable for branching or discrete termination 
®@ Insulation resistance: more than 1x1010 
Ohms/10' (3m) 
® Voltage rating: 300V 
© Temperature rating: -20°C to +105°C 
@ Flamability rated: USA, VW-1/Canada, FT1 
@ UL file no. £42769, style no. 2651 
@ UL recognized 
© Sold in 100’ spools 
Price per 
No. of Spool Spool 
Mfg. Part No. Conductors Width Size Stock No. 1-4+ 
26 AWG, 7 x 34AWG 
@ 3801/10 10 12.7mm 100ft 68K1972 46.54 
@ 3801/20 20 25.4mm 100ft 68K1973 86.21 
@ 3801/26 26 33.02mm 100ft 68K1974 112.08 
@ 3801/34 34 43.18mm 100ft 68K1975 146.54 
@ 3801/50 50 63.5mm 100ft 68K1977 215.48 
@ 3801/64 64 81.28mm 100ft 68K1978 241.05 
PIM_85851 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


3580 SERIES 0.050” (1.27) CENTER FLAT 
RIBBON CABLE 


&@) AlphaWire 


Cables you trust, Service you deserve. 
= RoHS _ 
SS : Compliant 
= Available 


vw-t 


© Ideal for use with IDC connectors 
© Stranded tinned copper conductors 
@ Slate PVC insulation has red stripe on leading 


Impedance: 105 ohm nominal 
Resists acids, alkalis, oil, moisture, solvents, 
ozone, and fungus 


edge @ Passes VW-1 flame test (UL listed internal only) 
@ Rated: 105°C, 300V @ UL recognized style 2651 
© Capacitance: 14pF/ft. nominal at 1MHz © Sold in spools of 100’ 


Combining economy with reliable performance, this flat ribbon cable is designed for PC board-to-PC board 
interconnections where space is a premium; flexible interconnects within computer and business machine 
cabinets and areas where flexibility is needed, such as drawer-enclosed electronic circuitry. 


Price per 
No. of Spool |_ Spool __ 
Mfg. Part No. Conductors Width Size Stock No. 1-4+ 
28 AWG, 7 x 36AWG 
@ 3580/9 SLOOS 9 11.43mm 100 37F3715 91.98 
@ 3580/10 SLO05S 10 12.7mm 100 86K9063 116.27 
@ 3580/14 SLO05S 14 17.78mm 100 02F7839 173.07 
@ 3580/15 SLO05 15 19.05mm 100 37F3716 198.29 
@ 3580/16 SLO05 16 20.32mm 100 86K7317 226.72 
@ 3580/20 SLO05S 20 25.4mm 100 02F7841 280.90 
@ 3580/24 SLO05 24 30.48mm 100 37F3717 342.28 
@ 3580/25 SLO05 25 31.75mm 100 85K9791 357.08 
@ 3580/26 SLO05 26 33.02mm 100 85K9792 371.76 
@ 3580/34 SLO05 34 43.18mm 100 02F7843 310.03 
@ 3580/37 SLO05 37 46.99mm 100 86K7318 437.66 
@ 3580/40 SLO05 40 50.8mm 100 02F7844 472.85 
@ 3580/50 SLO05 50 63.5mm 100 86K9064 591.17 
@ 3580/64 SLO05S 64 81.28mm 100 37F3720 765.58 
PIM_6231 


159-2801 SERIES SHIELDED/JACKETED ROUND ‘N’ 


FLAT™ CABLE Amphenol 


SPECTIA:STRIP 
RoHS _ 
Compliant 
Available 


© Shielded/jacketed cable combines round cable 
with mass termination capabilities of flat cable 

© Stranded tinned copper conductors 

@ Grey PVC insulation has red stripe edge 

@ Aluminum/polyester tape spiral wrap shield plus 
tinned copper braid 

© Overall black PVC jacket 


@ 3/4” (19.05) flat IDC termination 

@ 0.050" (1.27) conductor spacing 

© Voltage rating: 300V 

@ Impedance: 75 ohms 

@ Temperature rating: -20°C to +105°C 
@ UL recognized 

@ Sold in spools of 100’ 


Price per 
No. of Cable Spool Spool 
Mfg. Part No. Conductors Width Size Stock No. 1-4+ 
28 AWG, 7 x 36AWG 
@ 159-2801-034 34 43.18mm 100ft 78K6405 = 
@ 159-2801-040 40 50.8mm 100ft 78K6406 = 
@ 159-2801-050 50 63.5mm 100ft 78K6407 ee 
PIM_8265, 


HIGH-VOLTAGE SILICONE HOOK-UP WIRE 


@) AlphaWire 


Cables you trust. Service you deserve. 
eS Compliant 
aa Available 


VW-1 
For use in military, industrial, electronic, and commercial applications where flexibility and high voltage are 
necessary. Meets UL VW-1 requirements. Silver-plated copper conductor insulated with a specially formulated 
silicone-based rubber. Temperature range: -40 to 200°C. Voltage rating: 5000 VDC. Jacket color: white. Sold 
in 100’ and 1000’ spools. 


Price per 
Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-2+ 
100 ft 
@ 39X2205 WH005 White 22AWG 7x30AWG 1.778mm 27M1335 277.64 
@ 39X2215 WH005 White 22AWG 7x30AWG 2.794mm 18C5290 344.10 
> CONTINUED > 
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WIRE & CABLE 


FLAT CABLE 


HIGH-VOLTAGE SILICONE HOOK-UP WIRE (CONT.) 


Price per 
Wire External |__Spool__ 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-2+ 
100 ft 
@ 39X2220 WH005 White 22AWG 7x30AWG 3.302mm 19M8498 316.07 
@ 39X2015 WH005 White 20AWG 19x32AWG 3.048mm 27M1333 329.92 
@ 39X2020 WH005 White 20AWG 19x32AWG 3.81mm 19M8497 366.74 
@ 39X2025 WH005 White 20AWG 19x32AWG 4.216mm 27M1334 362.03 
@ 39X1825 WH005 White 18AWG 19x30AWG 4.064mm 19M8496 419.45 
@ 39X1645 WH005 White 16AWG 19x29AWG 7.772mm 18C5269 1162.96 
@ 39X1660 WH005 White 16AWG | 26x30AWG 9.652mm 27M1332_ | 1478.16 
@ 39X1620 WH005 White 16AWG | 41x32AWG 4.166mm 27M1331 468.97 
@ 39X1635 WH005 White 16AWG | 41x32AWG 6.756mm 1805266 1029.33 
@ 39X1460 WH005 White 14AWG 19x27AWG 9.779mm 18C5260 1638.91 
@ 39X1260 WH005 White 12AWG 19x25AWG 11.3mm 18C5257 | 2108.21 
1000 ft 
@ 39X2205 WH001 White 22AWG 7x30AWG 1.778mm 1805289 22S 
@ 39X2215 WH001 White 22AWG 7x30AWG 2.794mm 18C5292 | 2133.42 
@ 39X2220 WHO001 White 22AWG 7x30AWG 3.302mm 18C5295 | 2486.35 
@ 39X2015 WH001 White 20AWG 19x32AWG 3.048mm 18C5280 | 2594.55 
@ 39X2020 WH001 White 20AWG 19x32AWG 3.81mm 18C5283 | 2838.29 
@ 39X2025 WH001 White 20AWG 19x32AWG 4.216mm 18C5286 | 2847.78 
@ 39X1825 WHO001 White 18AWG 19x30AWG 4.064mm 18C5277 | 3299.98 
@ 39X1635 WH001 White 16AWG 19x29AWG 6.756mm 18C5268 | 8266.21 
@ 39X1660 WH001 White 16AWG 26x30AWG 9.652mm 18C5274 |13175.76 
@ 39X1620 WH001 White 16AWG 41x32AWG 4.089mm 18C5265 | 5221.00 
@ 39X1645 WH001 White 16AWG 41x32AWG 7.772mm 18C5271 9145.98 
@ 39X1460 WHO001 White 14AWG 19x27AWG 9.779mm 18C5262 |12443.24 
PIM_60278 


MGT SERIES HIGH-TEMPERATURE LEAD/HOOK- . 
MP MRE AlphaWire 


Cables you trust. Service you deserve. 


RoHS 
Compliant 
Available 


Features nickel-coated copper conductor insulated with mica/glass tape and PTFE impregnated fiberglass 
jacket. Voltage rating: 600V. Temperature range: UL 450°C; 538°C continuous. Offers excellent thermal 


stability. Ideal for use in heat treating furnaces, kilns, food service equipment, and with other high-temperature 
requirements. UL Style 5107, CSA AWM | A/B. Jacket color: natural (tan). UL recognized, CSA certified. Sold 
in 100’ and 500’ spools. 
Price per 
Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter | Stock No. 1-4+ 
100 ft 
@ 3111816 TNO0S Natural 18AWG 16x30AWG 2.972mm 19M8482 464.96 
@ 3111626 TNO0S Natural 16AWG 26x30AWG 3.15mm 27M1327 586.45 
@ 3111441 TNO0S Natural 14AWG 41x30AWG 3.505mm 27M1326 336.63 
@ 3111265 TNO0S Natural 12AWG 65x30AWG 3.988mm 04F9552 1051.44 
@ 3111000 TNO0S Natural 1OAWG | 105x30AWG | 5.283mm 04F9554 1388.03 
@ 3118133 TNO05 Natural 8AWG 133x29AWG | 6.604mm 04F9556 2385.05 
500 ft 
@ 3111816 TNO02 Natural 18AWG 16x30AWG 2.972mm 04F9547 1484.23 
@ 3111626 TNO02 Natural 16AWG 26x30AWG 3.15mm 04F9549 1926.07 
@ 3111441 TNOO2 Natural 14AWG 41x30AWG 3.505mm 04F9551 2587.44 
@ 3111265 TNO02 Natural 12AWG 65x30AWG 3.988mm 04F9553 3641.30 
@ 3111000 TNO02 Natural 10OAWG | 105x30AWG | 5.283mm 04F9555 5332.29 


PIM_6240 


UL STYLE 1007 /1569, PVC INSULATED $32 OFO-POWER 


Available 


HOOK-UP WIRE 


AZZ W ¢. 


wet 


® Tinned copper conductor @ Meets CSA C(RU) TR-64 90°C. 


@ Durable PVC insulation © Complies with CA Proposition 65 
@ Passes VW-1 and FT1 flame resistance test © Operating temperature -40°C to 105°C. 
@ ULAWM'Style 1007 80°C, Style 1569 105°C / @ Rated voltage: 300Vrms 
300Vrms 
Price per 
Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
500 ft 
@ PPWH2807-BL Blue 28AWG 7x36AWG 0.047” 6772086 — 
@ PPWH2807-RD Red 28AWG 7x36AWG 0.047" 6772087 = 
> CONTINUED > 
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WIRE & CABLE @ Indicates RoHS Compliant 4] Find Datasheets Online 


HOOK-UP WIRE 


UL STYLE 1007 / 1569, PVC INSULATED HOOK-UP WIRE (CONT.) TRI-RATED FLEXIBLE PVC INSULATED EQUIPMENT WIRE (CONT.) 


Price per Price per 
Wire External | Sisco | Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ Mfg. Part No. Color Size Stranding Diameter | Stock No. 1-4+ 
500 ft 164 ft, 50m 
@ PPWH2607-BK Black 26AWG 7x34AWG 0.051” 6772089 -— @ PP001237 Grey 4AWG 196x0.4mm 9.4mm 68Y7920 = 
@ PPWH2607-RD Red 26AWG Tx34AWG 0.051” 6772090 eas @ PP001278 Red 4AWG 196x0.4mm 9.4mm 68Y7961 365.37 
@ PPWH2407-BK Black 24AWG 7x32AWG 0.056” 6772092 = 328 ft, 100 m 
@ PPWH2407-BL Blue 24AWG 7x32AWG 0.056” 6772093 = @ PP001185 Black 21AWG 16x0.2mm 2.7mm 68Y7868 — 
@ PPWH2407-GR Green 24AWG 7x32AWG 0.056" 6772094 — @ PP001195 Blue 21AWG 16x0.2mm 2.7mm 68Y7878 = 
@ PPWH2407-RD Red 24AWG 7x32AWG 0.056” 6772095 = @ PP001204 Brown 21AWG 16x0.2mm 2.7mm 68Y7887 3.48 
@ PPWH2401-RD Red 24AWG Solid 0.052” 6772098 a @ PP001214 Dark Blue 21AWG 16x0.2mm 2.7mm 68Y7897 30.58 
@ PPWH1801-BK Black 18AWG Solid 0.072" 6772116 — @ PP001221 Green 21AWG 16x0.2mm 2.7mm 68Y7904 30.58 
PIM_198153 @ PP001238 Green, Yellow 21AWG 16x0.2mm 2.7mm 68Y7921 30.58 
@ PP001228 Grey 21AWG 16x0.2mm 2.7mm 68Y7911 30.58 
UL STYLE 1015, PVC INSULATED Gepiene fait p (O- POWER @ PP001248 Light Blue 21AWG | _16x0.2mm 2.7mm 687931 29.11 
HOOK-UP WIRE Available @ PP001255 Orange 21AWG | 16x0.2mm 2.7mm 68Y7938 = 
9 @ PP001262 Pink 21AWG 16x0.2mm 2.7mm 68Y7945 = 
———————— ZA AL &. @ PP001269 Red 21AWG 16x0.2mm 2.7mm 68Y7952 29.85 
© Tinned copper conductors © CSAC(RU) TEW 105°C / 600 Vrms @ PP001279 Viole’ 21AWG | 16x0.2mm 2.7mm 68Y7962 30.58 
@ Durable PVC insulation 7 e Complies with CA Proposition 65 3 @ PP001286 White 21AWG 16x0.2mm 2.7mm 68Y7969 30.58 
ee oe errs | —Yelor —[-2aN-[ watann [27m | eOTE_[ 8 
EET @ PP001186 Black 19AWG 24x0.2mm 2.85mm 68Y7869 37.64 
Wire External Spool @ PP001196 Blue 19AWG 24x0.2mm 2.85mm 68Y7879 34.29 
Mfg. Part No. Color Size Stranding Diameter | StockNo. | 1-4 @ PP001205 Brown 19AWG | 24x0.2mm 2.85mm 68Y7888 82137) 
500 ft @ PP001215 Dark Blue 19AWG 24x0.2mm 2.85mm 68Y7898 37.64 
@ PPWJ2207-WH White 22AWG 7x30AWG 0.094” 6772122 ae @ PP001222 Green 19AWG 24x0.2mm 2.85mm 68Y7905 = 
@ PPWJ1816-BK Black 18AWG 16x30AWG 0.111" 6772126 pay @ PP001239 Green, Yellow | 19AWG 24x0.2mm 2.85mm 68Y7922 = 
@ PPWJ1816-WH White 18AWG 16x30AWG 0.111" 6772128 ae @ PP001229 Grey 19AWG 24x0.2mm 2.85mm 68Y7912 37.64 
@ PPWJ1626-RD Red 16AWG | 26x30AWG 0.124” 6772130 = @ PP001249 Light Blue I9AWG | 24x0.2mm_ | 2.856mm_ | _68Y7932 37.64 
@ PPWJ1441-WH White | 14AWG | 41x30AWG 0.138” 6772134 = @ PP001256 Orange I9AWG | 24x0.2mm_ | 2.85mm_ | 687939 37.64 
PIM_198156 @ PP001263 Pink 19AWG 24x0.2mm 2.85mm 68Y7946 37.64 
@ PP001270 Red 19AWG 24x0.2mm 2.85mm 68Y7953 37.64 
MIL-W-16878E1, PVC INSULATED HOOK-UP WIRE OrO-PQWER elated i nen cece 
@ PP001287 White 19AWG 24x0.2mm 2.85mm 68Y7970 37.64 
RoHS @ PP001296 Yellow 19AWG 24x0.2mm 2.85mm 68Y7979 37.64 
Gee timoiat @ PP001187 Black 18AWG 30x0.2mm 3mm 68Y7870 46.91 
@ PP001197 Blue 18AWG 30x0.2mm 3mm 68Y7880 46.91 
© Tinned copper conductor © Complies with CA Proposition 65 @ PP001206 Brown 18AWG 30x0.2mm 3mm 68Y7889 46.91 
@ PVC insulation — Mil-spec Type B © Operating temperature -55°C to 105°C @ PP001216 Dark Blue 48AWG 30x0.2mm 3mm 68Y7899 46.91 
: Here ea TC eoe ne ® Voltage rating: 600Vrms @ PP001223 Green TBAWG | 30x0.2mm 3mm 68v7906 | 39.67 
Paceper @ PP001240 Green, Yellow 18AWG 30x0.2mm 3mm 68Y7923 41.38 
Wire External Spool @ PP001230 Grey 18AWG 30x0.2mm 3mm 68Y7913 46.91 
Mfg. Part No. Color Size Stranding Diameter | Stock No. 4-44 @ PP001250 Light Blue 18AWG 30x0.2mm 3mm 68Y7933 46.91 
500 ft @ PP001257 Orange 18AWG 30x0.2mm 3mm 68Y7940 = 
@ PPWN2607-RD Red 26AWG 7x34AWG 0.039” 6772060 2 @ PP001264 Pink 18AWG 30x0.2mm 3mm 68Y7947 64.20 
@ PPWN2407-BL Blue 24AWG 7x32AWG 0.044” 6772063 a @ PP001271 Red 18AWG 30x0.2mm 3mm 68Y7954 43.09 
@ PPWN2407-RD Red 24AWG 7x32AWG 0.044" 6772064 Es @ PP001281 Viole’ 18AWG 30x0.2mm 3mm 68Y7964 16.54 
@ PPWN2407-WH White | 24AWG 7x32AWG 0.044” 6772065 = @ PP001288 White 18AWG 30x0.2mm 3mm 68Y7971 46.91 
@ PPWN2419-BK Black 24AWG 19x36AWG 0.045” 6772066 = @ PP001297 Yellow 18AWG 30x0.2mm 3mm 68Y7980 44.02 
PIM_198157 @ PP001188 Black 16AWG | 30x0.25mm 3.3mm 68Y7871 58.67 
@ PP001198 Blue 16AWG | 30x0.25mm 3.3mm 68Y7881 = 
TRI-RATED FLEXIBLE PVC RoHS _ p 40) = POWER @ PP001207 Brown 16AWG | 30x0.25mm 3.3mm 68Y7890 58.55 
INSULATED EQUIPMENT WIRE Jetinoian @ PP001217 Dark Blue 16AWG | 30x0.25mm 3.3mm 68Y7900 64.20 
@ PP001224 Green 16AWG | 30x0.25mm 3.3mm 68Y7907 64.20 
es AL a} @ PP001241 Green, Yellow | 16AWG | 30x0.25mm 3.3mm 68Y7924 64.20 
@ PP001231 Grey 16AWG | 30x0.25mm 3.3mm 68Y7914 66.22 
C € @ PP001251 Light Blue 16AWG | 30x0.25mm 3.3mm 68Y7934 64.20 
® Class 5 stranded flexible copper conductor - IEC 60332 @ PP001258 Orange T6AWG |_30x0.25mm 3.3mm 68Y7941 64.20 
according to BS EN 60228 © Voltage rating (Uo/U): 450/750V UL, CSA; @ PP001265 Pink 16AWG | 30x0.25mm 3.3mm 68Y7948 64.20 
e oe - Type TI3 according to BS EN sl Cane BS 6231; 300/500V, 450/750V BS EN @ PP001272 Red 16AWG | 30x0.25mm 3.3mm 687955 55.77 
® Stocked in 14 popular colors © Temperature rating:+105°C UL/CSA, BS 6231 @ PP001282 Viole IGAWG | 30x0.25mm 3.3mm 68Y7965 62.29 
© ULStyle 1015 ; +90°C ; ; ; @ PP001289 White 16AWG | 30x0.25mm 3.3mm 68Y7972 64.20 
* Mate mcrae ih BSN Sz5 210 Mrmum end ais eval dancer “erruorme | veto | vows | srozinm_[ smn _[ envi | e420 
22.2 No. 210 (HD 21.7 S2) #LL246095, BS EN/ @ PP001189 Black 44AWG | 50x0.25mm 3.75mm 68Y7872 84.00 
High-temperature, flame-retardant tri-rated wire designed for use in the switch control, relay and instrumentation @ PP001199 Blue 14AWG | 50x0.25mm | 3.75mm 68Y7882 76.56 
panels of power switchgear and for purposes such as internal connectors in rectifier equipment, motor starters @ PP001208 Brown 44AWG | 50x0.25mm 3.75mm 68Y7891 84.00 
and controllers. © PPO01218 Dark Blue | 14AWG | 50x0.25mm | 3.75mm | 68Y7901 | 84.00 
Price per @ PP001225 Green 14aWG | 50x0.25mm | 3.75mm 68Y7908 84.00 
Wire External | Spool _ “S Pp001242 | Green, Yelow | 14AWG | 50x0.25mm | a.75mm | e8v7925 | 84.00 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ = = é 
164 ft, 50 m @ PP001232 Grey 14AWG | 50x0.25mm 3.75mm 68Y7915 84.00 
@ PP001194 Black 4AWG | 196x0.4mm 9.4mm 68Y7877 365.37 @ PP001252 Light Blue 14AWG | 50x0.25mm 3.75mm 68Y7935 84.00 
@ PP001213 Brown 4AWG 196x0.4mm 9.4mm 68Y7896 = @ PP001259 Orange 14AWG | 50x0.25mm 3.75mm 68Y7942 84.00 
@Pp001247 | Green, Yellow | 4awG | 196x0.4mm | 94mm | 68Y7930 = @ PPO01266 Ein 14AWG | 50x0.25mm | 3.5mm | ROEM ESS SI 
@ PP001273 Red 14AWG | 50x0.25mm 3.75mm 68Y7956 37.34 
@ PP001283 Viole’ 14AWG | 50x0.25mm 3.75mm 68Y7966 84.00 
> CONTINUED > > CONTINUED > 


596 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


WIRE & CABLE 


HOOK-UP WIRE 


TRI-RATED FLEXIBLE PVC INSULATED EQUIPMENT WIRE (CONT.) HOOK-UP WIRE KITS (CONT.) 
Price per Price Each 
Wire External Spool Mfg. Part No. Contents StockNo.| 1-4 
Mfg. Part No. Color Size Stranding Diameter | Stock No. 1-4+ MIL-W-76B Type MW — Rated 1000V,-40°C to +80°C 
328 ft, 100 m @ HUKIT10 NC032 | Five 100’ Spools of 22AWG 7x30 MIL-W-76B Type MW Hook | 86K1578 | 245.10 
@ PP001290 White 14AWG 50x0.25mm 3.75mm 68Y7973 84.00 Up Wire in White, Black, Red, Green, Blue, Dispenser Rack 
@ PP001299 Yellow 14AWG | 50x0.25mm | 3.75mm 68Y7982 84.00 7 and Cut/Strip Tool 
@ PP001190 Black 12AWG | 56x0.3mm | 4.35mm | 68Y7873 | 140.15 @ HUKIT30 NC032 ere Lt ere ag dee nel 85K9573 | 245.10 
@ PP001200 Blue 12AWG | 56x0.3mm | 4.35mm | 68Y7883 | 123.34 and Cut/Strip Tool 
@ PP001209 Brown 12AWG | 56x0.3mm | 4.35mm | 68Y7892 | 120.28 UL1007/1569, CSA TR64 — Rated 300V, -40°C to +105°C 
@ PPODTZ19 Dark Blue | 12AWG | 56x0.3mm_| 435mm _ | 68Y7902_| 123.34 @ HUKIT20 NC032 | Five 100° Spools of 22AWG 7x30 UL 1007/1569, CSATR-64] 86K1579 | 245.10 
@ PP001226 Green 12AWG | 56x0.3mm 4.35mm 68Y7909 | 140.15 Hook Up Wire in White, Black, Red, Green, Blue, Dispenser 
@PP001243 | Green, Yellow | 12AWG | 56x0.3mm | 435mm | 68Y7926 | 140.15 ___ Rack andiGuyStnp oa! 
© PPO01233 Grey T2AWG | 56x0.3mm | 436mm | 68Y7916 | 140.15 @ HUKIT40 NCO32 fae ea ote ee ~ Cheese 86K1580 | 245.10 
@ PP001253 Light Blue 12AWG 56x0.3mm 4.35mm 68Y7936 140.15 Rack and Cut/Strip Tool 
@ PP001260 Orange 12AWG 56x0.3mm 4.35mm 68Y7943 131.13 PIM. 6461 
@ PP001267 Pink 12AWG | 56x0.3mm | 4.35mm | 68Y7950 aS a 
Pi 
“SPP [tat — Ne [ Seam [ase er [= ««PTFEINSULATION HOOK-UP WIRE 8864 
@ PP001291 White T2AwG | 56x0.3mm | 435mm | 68Y7974 | 140.15 mene Al p haWire 
@ PP001300 Yellow 12AWG | 56x0.3mm | 4.35mm 68Y7983 | 440.15 Sable: yovtnst eves ie! ieee 
@ PP001191 Black 10AWG | 84x0.3mm 4.85mm 68Y7874 | 192.99 La 
@ PP001201 Blue 10AWG | 84x0.3mm | 4.85mm | 68Y7884 | 180.19 = a 7 ® 
@ PP001210 Brown TOAWG | 64x0.3mm | 4.85mm | 687893 | 181.05 ; cals cee et as copper conductor: silane ee wiring 
@ PP001220 Dark Blue JOAWG | 84x0.3mm 4.85mm 68Y7903 a © Applications: harnessing, medical electronics, © Other colors available; go online or call 
@ PP001227 Green 10AWG | 84x0.3mm | 4.85mm | 68Y7910 | 192.99 Price per 
@ PP001244 Green, Yellow 10AWG 84x0.3mm 485mm 68Y7927 192.99 Wire External Spool 
@ PP001234 Grey 10AWG 84x0.3mm 4.85mm 68Y7917 oe Mfg. Part No. Color Size Stranding Diameter StockNo. | 1-4+ 
@ PP001254 Light Blue 10AWG | 84x0.3mm 4.85mm 68Y7937 = 100 ft 
@ PP001261 Orange 10AWG | 84x0.3mm | 4.85mm | 68Y7944 | 165.34 © 2840/7 BKO05S Black | 32AWG | 7x40AWG | 0.559mm | 89K8109 | 104.18 
@ PP001268 Pink 10AWG | 84x0.3mm | 4.85mm | 687951 a © 2840/7 BLOOS Blue 32AWG | 7x40AWG | 0.559mm | 88K2127 | 104.18 
@ PP001275 Red 10AWG | 84x0.3mm | 4.85mm | 68Y7958 | 1492.99 © 2840/7 BROOS Brown | 32AWG | 7x40AWG | 0.559mm | 02F9448 | 104.18 
@ PP001285 Viole 10AWG | 84x0.3mm | 4.85mm | 687968 | 192.99 © 2840/7 GRO0S Green | 32AWG | 7x40AWG | 0.559mm | 02F9445 | 104.18 
@ PP001292 White 10AWG | 84x0.3mm | 4.85mm | 68Y7975 | 162.54 @ 2840/7 ORO05 Orange | 32AWG | 7x40AWG | 0.559mm | 02F9449 | 104.18 
@ PP001301 Yellow 10AWG | 84x0.3mm | 4.85mm | 68Y7984 a © 2840/7 VI005 Purple | 32AWG | 7x40AWG | 0.559mm | 86K7193 | 63.26 
@ PP001192 Black 8AWG | 136x0.3mm | 6.3mm 68Y7875 | 272.86 © 2840/7 RD005 Red 32AWG | 7x40AWG | 0.559mm | 89K8110 | 404.18 
@ PP001202 Blue B8AWG | 136x0.3mm | 6.3mm 68Y7885 | 242.30 © 2840/7 SLOOS Slate S2AWG | 7x40AWG | 0.559mm | 02F9450 | 104.18 
@ PP001211 Brown 8AWG | 136x0.3mm | 6.3mm 68Y7894 | 253.21 © 2840/7 WHO05 White | 32AWG | 7x40AWG | 0.559mm | 989K8111 | 104.18 
@ PP001245 Green, Yellow | 8AWG | 136x0.3mm | 6.3mm 68Y7928 | 299.71 © 2840/7 YLOO5 Yellow | 32AWG | 7x40AWG | 0.559mm | 96K4984 | 104.18 
@ PP001235 Grey 8AWG | 136x0.3mm | 6.3mm 68Y7918 | 266.31 @ 2841/7 BKO05 Black | 30AWG | 7x38AWG 0.6mm 02F9463 | 105.49 
@ PP001276 Red 8AWG | 136x0.3mm | 6.3mm 68Y7959 | 299.71 © 2841/7 BLOOS Blue 30AWG | 7x38AWG 0.6mm 02F9467 | 105.49 
@ PP001293 White 8AWG | 136x0.3mm 6.3mm 68Y7976 | 253.21 @ 2841/7 BROOS Brown | 30AWG | 7x38AWG 0.61mm 02F9468 | 105.49 
@ PP001302 Yellow 8AWG | 136x0.3mm | 6.3mm 68Y7985 | 299.71 © 2841/7 GRO0S Green | 30AWG | 7x38AWG 0.61mm 02F9465 | 105.49 
@ PP001193 Black 6AWG | 126x0.4mm | 8.1mm 68Y7876 | 452.22 @ 2841/7 SLOOS Grey 30AWG | 7x38AWG 0.6mm 02F9470 | 105.49 
@ PP001203 Blue 6AWG | 126x0.4mm | 8.1mm 68Y7886 | 439.45 @ 2841/7 OROOS Orange | 30AWG | 7x38AWG 0.61mm 86K7195 | 105.49 
@ PP001212 Brown 6AWG | 126x0.4mm 8.1mm 687895 | 452.22 @ 2841/7 VI005 Purple | 30AWG | 7x38AWG 0.61mm 02F9471 | 105.49 
@ PP001246 Green, Yellow | 6AWG | 126x0.4mm | 8.1mm 68Y7929 | 452.22 @ 2841/7 RDO05 Red 30AWG | 7x38AWG 0.6mm 02F9464 ‘| 105.49 
@ PP001236 Grey 6AWG | 126x0.4mm | 8.1mm 687919 | 452.29 @ 2841/7 WHO05 White | 30AWG | 7x38AWG 0.61mm 89K8113 | 105.49 
@ PP001277 Red 6AWG | 126x0.4mm | 8.1mm 68Y7960 | 389.61 @ 2841/7 YLOO5 Yellow | 30AWG | 7x38AWG 0.61mm 02F9466 | 105.49 
@ PP001294 White 6AWG | 126x0.4mm | 84mm 68Y7977 | 452.22 @ 2841/1 BKO0S Black | 30AWG Solid 0.559mm | 86K9017 | 133.14 
@ PP001303 Yellow 6AWG | 126x0.4mm | 8.1mm 68Y7986 = @ 2841/1 BLOOS Blue 30AWG Solid 0.559mm | 02F9367 | 133.14 
PIM_5495525 @ 2841/1 BROOS Brown | 30AWG Solid 0.559mm | 02F9368 | 133.14 
@ 2841/1 GROOS Green | 30AWG Solid 0.559mm | 86K9018 | 433.14 
HOOK-UP WIRE KITS @ 2841/1 VI005 Purple | 30AWG Sol id 0.559mm | 89K8112 | 133.14 
@) Al p h aWi re @ 2841/1 RDO05S Red 30AWG Solid 0.559mm | 86K9019 | 133.14 
@ 2841/1 SLOO5 Slate 30AWG Solid 0.559mm | 02F9370 | 133.14 
Oe © 2841/1 WHO0S White | 30AWG Solid 0.550mm | 85K9701_| 133.14 
Geptinpian @ 2841/1 YLOOS Yellow | 30AWG Solid 0.559mm | 86K7194 | 133.14 
Avaliable @ 2842/7 BKO05 Black | 28AWG | 7x36AWG | 0.686mm | 86K9022 | 107.72 
AY G @ 2842/7 BLO0S Blue 28AWG | 7x36AWG | 0.686mm | 02F9487 | 107.72 
@ 2842/7 BROOS Brown | 28AWG | 7x36AWG | 0.686mm | 86K7200 | 407.72 
N @ 2842/7 GRO0S Green | 28AWG | 7x36AWG | 0.686mm | 02F9485 | 107.72 
@ 2842/7 ORO0S Orange | 28AWG | 7x36AWG | 0.686mm | 02F9489 | 107.72 
@ 2842/7 VI005 Purple | 28AWG | 7x36AWG | 0.686mm | 02F9491 | 107.72 
@ 2842/7 RDOO5S Red 28AWG | 7x36AWG | 0.686mm | 89K8115 | 107.72 
@ 2842/7 SLO05 Slate | 28AWG | 7x36AWG | 0.686mm | 02F9490 | 107.72 
scianaeitinnst acl oe ie We ane eek © 2842/7 WHO05 White | 28AWG | 7x36AWG | 0.686mm | 02F9482 | 107.72 
© PVC ineuiation in pope colors © UL recognized, CSA certified @2ea7vio0s [Yalow | 2awG |” 7x36AWG | O.686mm | 02F9486 [107.72 _ 
Alpha's hook-up wire kits feature a unique, convenient wire dispensing system that keeps wire neat, clean @ 2842/19 BKO05 Black 28AWG | 19x40AWG | _0.686mm 86K9020 | 165.78 
and conveniently available. Dispenser rack can be bench or wall mounted or used as a tote for portability. Kits @ 2842/19 BLOO5 Blue 28AWG 19x40AWG 0.686mm 02F9507 | 165.78 
include five 100’ spools of hook-up wire, suitable for military or ULICSA applications, one cut-and-strip tool and © 2842/19 BROO5 Brown 28AWG 19x40AWG 0.686mm 02F9508 | 165.78 
dispenser rack. Dspenser rack holds standard Alpha hook-up wire spools when refills are required. 
@ 2842/19 GROO5 Green | 28AWG | 19x40AWG | 0.686mm | 89K8114 | 165.78 
@ 2842/19 SLO05 Grey 28AWG | 19x40AWG | 0.686mm | 86K7198 | 165.78 
@ 2842/19 OROOS Orange | 28AWG | 19x40AWG | 0.686mm | 02F9509 | 165.78 
@ 2842/19 VI005 Purple | 28AWG | 19x40AWG | 0.686mm | 86K9021 | 165.78 
@ 2842/19 RDOOS Red 28AWG | 19x40AWG | 0.686mm | 86K7199 | 165.78 
> CONTINUED > > CONTINUED > 
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PTFE INSULATION HOOK-UP WIRE (CONT.) PTFE INSULATION HOOK-UP WIRE (CONT.) 
Price per Price per 
Wire External Spool Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
100 ft 100 ft 
@ 2842/19 WHO05 White | 28AWG | 19x40AWG | 0.686mm | 06M3911 | 165.78 @ 2845/7 YLO05 Yellow | 22AWG | 7x30AWG | 1.067mm | 86K7208 153.95 
@ 2842/19 YLO05 Yellow | 28AWG | 19x40AWG | 0.686mm | 02F9506 | 165.78 @ 2845/19 BKO05 Black | 22AWG | 19x34AWG | 1.067mm | 02F9623 194.12 
@ 2842/1 BKO0S Black | 28AWG Solid 0.635mm | 02-9383 | 144.73 @ 2845/19 BLOOS Blue 22AWG | 19x34AWG | 1.067mm | 02F9627 494.12 
@ 2842/1 BLOOS Blue 28AWG Solid 0.635mm | 02F9387 | 144.73 @ 2845/19 BROOS Brown | 22AWG | 19x34AWG | 1.067mm | 02F9628 194.12 
© 2842/1 BROOS Brown | 28AWG Solid 0.635mm | 02F9388 | 144.73 @ 2845/19 GROOS Green | 22AWG | 19x34AWG | 1.067mm | 86K9026 194.12 
@ 2842/1 GR005 Green | 28AWG Solid 0.635mm | 27M2964 | 144.73 @ 2845/19 SLOOS Grey 22AWG | 19x34AWG | 1.067mm | 88K2134 194.12 
@ 2842/1 SLOOS Grey 28AWG Solid 0.635mm | 02F9390 | 144.73 @ 2845/19 OROOS Orange | 22AWG | 19x34AWG | 1.067mm | 02F9629 194.12 
@ 2842/1 OR005 Orange | 28AWG Solid 0.635mm | 02F9389 | 144.73 @ 2845/19 VI005 Purple | 22AWG | 19x34AWG | 1.067mm | 02F9631 194.12 
@ 2842/1 VI005 Purple | 28AWG Solid 0.635mm_ | 86K7196_| 144.73 @ 2845/19 RDOOS Red 22AWG | 19x34AWG | 1.067mm | 88K2132 194.12 
@ 2842/1 RDO0S Red 28AWG Solid 0.635mm | 02F9384 | 144.73 @ 2845/19 WHO005 White | 22AWG | 19x34AWG | 1.067mm | 06M3917 | 194.12 
@ 2842/1 WHO0S White | 28AWG Solid 0.635mm | 02F9382 | 144.73 @ 2845/19 YLO05 Yellow | 22AWG | 19x34AWG | 1.067mm | 86K9027 194.12 
@ 2842/1 YLO05 Yellow | 28AWG Solid 0.635mm | 02F9386 | 144.73 1000 ft 
@ 2843/7 BKO0S Black | 26AWG | 7x34AWG | 0.787mm | 02F9523 | 116.47 @ 2840/7 BKO01 Black | 32AWG | 7x40AWG | 0.559mm | 02F9453 601.67 
© 2843/7 BLOOS Blue 26AWG | 7x34AWG | 0.787mm | 02F9527 | 116.47 @ 2840/7 BLOO1 Blue 32AWG | 7x40AWG | 0.559mm | 02F9457 601.67 
@ 2843/7 BROOS Brown | 26AWG | 7x34AWG | 0.787mm | 02F9528 | 116.47 @ 2840/7 BROO1 Brown | 32AWG | 7x40AWG | 0.559mm | 85K9700 | 601.67 
@ 2843/7 GR005 Green | 26AWG | 7x34AWG | 0.787mm | 86K7205 | 116.47 @ 2840/7 GROO1 Green | 32AWG | 7x40AWG | 0.559mm 02F9455 601.67 
@ 2843/7 SLOOS Grey 26AWG | 7x34AWG | 0.787mm 02F9530_| 116.47 @ 2840/7 RDO01 Red 32AWG | 7x40AWG | 0.559mm 02F9454 601.67 
@ 2843/7 OR005 Orange | 26AWG | 7x34AWG | 0.787mm | 02F9529 | 416.47 © 2840/7 WHO01 White | 32AWG | 7x40AWG | 0.559mm | 02F9452 601.67 
@ 2843/7 VI005 Purple | 26AWG | 7x34AWG | _0.787mm 02F9531_| 116.47 @ 2840/7 YL001 Yellow | 32AWG | 7x40AWG | 0.559mm 02F9456 601.67 
@ 2843/7 RDO0S Red 26AWG | 7x34AWG | 0.787mm | 89K8124 | 116.47 @ 2841/7 BKOO1 Black | 30AWG | 7x38AWG 0.61mm 02F9473 611.61 
@ 2843/7 WHO0S White | 26AWG | 7x34AWG | 0.787mm | 02F9522 | 116.47 @ 2841/7 BLOO1 Blue 30AWG | 7x38AWG 0.61mm 02F9477 611.61 
@ 2843/7 YLO05 Yellow | 26AWG | 7x34AWG | 0.787mm | 89K8125 | 116.47 @ 2841/7 BROO1 Brown | 30AWG | 7x38AWG 0.61mm 02F9478 611.61 
@ 2843/19 BKO05 Black | 26AWG | 19x38AWG | 0.787mm | 02F9543 | 164.91 @ 2841/7 GROO1 Green | 30AWG | 7x38AWG 0.61mm 02F9475 611.61 
@ 2843/19 BLOO5 Blue 26AWG | 19x38AWG | 0.787mm | 02F9547 | 164.91 @ 2841/7 SLO01 Grey 30AWG | 7x38AWG 0.61mm 06m3910 | 611.61 
@ 2843/19 BROOS Brown | 26AWG | 19x38AWG | 0.787mm | 02F9548 | 164.91 @ 2841/7 OROO1 Orange | 30AWG | 7x38AWG 0.61mm 02F9479 611.61 
@ 2843/19 GROOS Green | 26AWG | 19x38AWG | 0.787mm | 02F9545 | 164.91 @ 2841/7 VI001 Purple | 30AWG | 7x38AWG 0.61mm 02F9481 611.61 
@ 2843/19 OROOS Orange | 26AWG | 19x38AWG | 0.787mm | 89K8119 | 164.91 @ 2841/7 RDOO1 Red 30AWG | 7x38AWG 0.61mm 02F9474 | 611.61 
@ 2843/19 VI005 Purple | 26AWG | 19x38AWG | 0.787mm | 88K2129 | 164.91 @ 2841/7 YLO01 Yellow | 30AWG | 7x38AWG 0.61mm 02F9476 | 611.61 
@ 2843/19 RDO0S Red 26AWG | 19x38AWG | 0.787mm 02F9544 | 164.91 @ 2841/1 BLOO1 Blue 30AWG Solid 0.559mm 02F9377 772.14 
@ 2843/19 SLOOS Slate 26AWG | 19x38AWG | 0.787mm | 89K8118 | 164.91 @ 2841/4 BROO1 Brown | 30AWG Solid 0.559mm | 06M3909 | 772.14 
@ 2843/19 WHO05 White | 26AWG | 19x38AWG | 0.787mm | 86K9023 | 164.91 @ 2841/1 GROO1 Green | 30AWG Solid 0.559mm | 02F9375 | 772.14 
@ 2843/19 YLOO5 Yellow | 26AWG | 19x38AWG | 0.787mm | 88K2130 | 141.74 @ 2841/1 SLOO1 Grey 30AWG Solid 0.559mm | 85K9702 | 772.14 
@ 2843/1 BKO0S Black 26AWG Solid 0.714mm 86K7202 | 153.69 @ 2841/1 VI001 Purple | 30AWG Solid 0.559mm 85K9703 772.14 
@ 2843/1 BLOOS Blue 26AWG Solid 0.711mm | 02F9407 | 153.69 @ 2841/4 RDOO1 Red 30AWG Solid 0.559mm | 02F9374 | 772.14 
@ 2843/1 BROOS Brown | 26AWG Solid 0.711mm | 86K7203 | 153.69 @ 2841/1 WHO01 White | 30AWG Solid 0.559mm | 02F9372 772.14 
@ 2843/1 GRO0S Green | 26AWG Solid 0.714mm 89K8117_| 153.69 @ 2841/1 YLO01 Yellow | 30AWG Solid 0.559mm | 85K9704 772.14 
@ 2843/1 SLO0S Grey 26AWG Solid 0.711mm | 06M3913 | 153.69 @ 2842/7 BKO01 Black | 28AWG | 7x36AWG | 0.686mm | 02F9493 622172 
@ 2843/1 ORO0S Orange | 26AWG Solid 0.711mm_ | 06M3914 | 153.69 @ 2842/7 BLOO1 Blue 28AWG | 7x36AWG | 0.686mm | 06M3912 | 622.72 
© 2843/1 VI005 Purple | 26AWG Solid 0.711mm 02F9411_‘| 153.69 © 2842/7 GROO1 Green | 28AWG | 7x36AWG | 0.686mm | 02F9495 | 622.72 
@ 2843/1 RDO0S Red 26AWG Solid 0.711mm | 88K2128 | 153.69 @ 2842/7 OROO1 Orange | 28AWG | 7x36AWG | 0.686mm | 85K9714 | 622.72 
@ 2843/1 WHO05S White | 26AWG Solid 0.711mm | 86K7201 | 153.69 @ 2842/7 RDOO1 Red 28AWG | 7x36AWG | 0.686mm | 02F9494 | 629.72 
© 2843/1 YLO05S Yellow | 26AWG Solid 0.711mm | 02F9406 | 153.69 @ 2842/7 WHO01 White | 28AWG | 7x36AWG | 0.686mm | 02F9492 622.72 
© 2844/7 BKO05 Black | 24AWG | 7x32AWG | 0.914mm | 02F9563 | 126.29 @ 2842/19 BKO01 Black | 28AWG | 19x40AWG | 0.686mm | 02F9513 979.63 
@ 2844/7 BLOOS Blue 24AWG | 7x32AWG | 0.914mm | 86K9024 | 126.29 @ 2842/19 BLOO1 Blue 28AWG | 19x40AWG | 0.686mm | 02F9517 979.63 
@ 2844/7 BROOS Brown | 24AWG | 7x32AWG | 0.914mm | 02F9568 | 126.29 @ 2842/19 GROO1 Green | 28AWG | 19x40AWG | 0.686mm | 02F9515 | 979.63 
@ 2844/7 GRO0S Green | 24AWG | 7x32AWG | 0.914mm | 86K9025 | 126.29 @ 2842/19 SLO01 Grey 28AWG | 19x40AWG | 0.686mm | 85K9710 | 979.63 
@ 2844/7 SLO05 Grey 24AWG | 7x32AWG | 0.914mm | 02F9570 | 126.29 @ 2842/19 OROO1 Orange | 28AWG | 19x40AWG | 0.686mm | 85K9711 979.63 
@ 2844/7 ORO0S Orange | 24AWG | 7x32AWG | 0.914mm | 02F9569 | 126.29 @ 2842/19 VI001 Purple | 28AWG | 19x40AWG | 0.686mm | 02F9521 979.63 
@ 2844/7 VI005 Purple | 24AwWG | 7x32AWG | 0.914mm | 02F9571 | 426.29 @ 2842/19 RDOO1 Red 28AWG | 19x40AWG | 0.686mm | 02F9514 | 979.63 
@ 2844/7 RDO0S Red 24AWG | 7x32AWG | 0.914mm | 86K7206 | 126.29 @ 2842/19 WH001 White | 28AWG | 19x40AWG | 0.686mm | 96K2361 979.63 
@ 2844/7 WHO0S White | 24AWG | 7x32AWG | 0.914mm | 89K8128 | 126.29 @ 2842/19 YLO01 Yellow | 28AWG | 19x40AWG | 0.686mm | 02F9516 979.63 
@ 2844/7 YLO05 Yellow | 24AWG | 7x32AWG | 0.914mm | 02F9566 | 126.29 @ 2842/1 BKO01 Black | 28AWG Solid 0.635mm | 02F9393 842.92 
@ 2844/19 BKO05 Black | 24AWG | 19x36AWG | 0.914mm | 02F9583 | 151.67 @ 2842/1 BLOO1 Blue 28AWG Solid 0.635mm | 85K9705 | 842.92 
@ 2844/19 BLOOS Blue 24AWG | 19x36AWG | 0.914mm | 02F9587 | 151.67 @ 2842/1 GROO1 Green | 28AWG Solid 0.635mm | 85K9706 | g42.92 
@ 2844/19 BROOS Brown | 24AWG | 19x36AWG | 0.914mm | 02F9588 | 151.67 @ 2842/1 SLO01 Grey 28AWG Solid 0.635mm | 85K9707 | 842.92 
@ 2844/19 GRO0S Green | 24AWG | 19x36AWG | 0.914mm | 85K9724 | 151.67 @ 2842/1 OROO1 Orange | 28AWG Solid 0.635mm | 27M2965 842.92 
@ 2844/19 SLO05 Grey 24AWG | 19x36AWG | 0.914mm 02F9590 | 151.67 @ 2842/1 RDOO1 Red 28AWG Solid 0.635mm | 86K7197 842.92 
@ 2844/19 OROOS Orange | 24AWG | 19x36AWG | 0.914mm | 02F9589 | 151.67 @ 2842/1 WHO001 White | 28AWG Solid 0.635mm | 02F9392 842.92 
@ 2844/19 VI005 Purple | 24AWG | 19x36AWG | 0.914mm | 02F9591 | 151.67 @ 2843/7 BKO01 Black | 26AWG | 7x34AWG | 0.787mm | 02F9533 713.49 
@ 2844/19 RDOOS Red 24AWG | 19x36AWG | 0.914mm | 02F9584 | 151.67 @ 2843/7 BLOO1 Blue 26AWG | 7x34AWG | 0.787mm | 02F9537 713.49 
@ 2844/19 WHO05 White | 24AWG | 19x36AWG | 0.914mm | 02F9582 | 151.67 @ 2843/7 BROO1 Brown | 26AWG | 7x34AWG | 0.787mm | 02F9538 713.49 
@ 2844/19 YLOOS Yellow | 24AWG | 19x36AWG | 0.914mm | 02F9586 | 151.67 @ 2843/7 GR0O1 Green | 26AWG | 7x34AWG | 0.787mm | 02F9535 713.49 
@ 2845/7 BK005 Black 22AWG | _7x30AWG 1.067mm | 86K7207 | 153.95 @ 2843/7 SLO01 Grey 26AWG | 7x34AWG | 0.787mm | 89K8126 713.49 
@ 2845/7 BLOOS Blue 22AWG | 7x30AWG | 1.067mm | 06M3918 | 153.95 © 2843/7 OROO1 Orange | 26AWG | 7x34AWG | 0.787mm | 85K9722 | 713.49 
© 2845/7 BROOS Brown | 22AWG | 7x30AWG | 1.067mm | 02F9608 | 153.95 © 2843/7 VI001 Purple | 26AWG | 7x34AWG | 0.787mm | 85K9723 | 713.49 
@ 2845/7 GROOS Green | 22AWG | 7x30AWG | 1.067mm | 86K9028 | 153.95 @ 2843/7 RDOO1 Red 26AWG | 7x34AWG | 0.787mm | 02F9534 713.49 
@ 2845/7 SLOO5 Grey 22AWG | 7x30AWG | 1.067mm | 85K9732 | 153.95 @ 2843/7 WHO001 White | 26AWG | 7x34AWG | 0.787mm | 02F9532 713.49 
@ 2845/7 OR005 Orange | 22AWG | 7x30AWG | 1.067mm | 02F9609 | 153.95 © 2843/7 YL001 Yellow | 26AWG | 7x34AWG | 0.787mm | 02F9536 713.49 
@ 2845/7 VI005 Purple | 22AWG | 7x30AWG 1.067mm 02F9611_ | 153.95 @ 2843/19 BKO01 Black 26AWG | 19x38AWG | 0.787mm | 02F9553 973.35 
@ 2845/7 RDOO5S Red 22AWG | 7x30AWG | 1.067mm | 86K9029 | 153.95 @ 2843/19 BLOO1 Blue 26AWG | 19x38AWG | 0.787mm | 89K8120 | 973.35 
@ 2845/7 WHO0S White | 22AWG | 7x30AWG | 1.067mm | 02F9602 | 153.95 @ 2843/19 BROO1 Brown | 26AWG | 19x38AWG | 0.787mm | 89K8121 973.35 
> CONTINUED > > CONTINUED > 
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HOOK-UP WIRE 


PTFE INSULATION HOOK-UP WIRE (CONT.) PTFE INSULATION HOOK-UP WIRE (CONT.) 
Price per Price per 
Wire External Spool Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
1000 ft 100 ft, UL AWM Style 1180; MIL-DTL-16878/5 (Type EE) 
@ 2843/19 GROO1 Green | 26AWG | 19x38AWG | 0.787mm | 02F9555 973.35 @ 5874 WHO05 White | 24AWG | 19x36AWG | 1.372mm | 89K8224 | 177.52 
@ 2843/19 SLOO1 Grey 26AWG | 19x38AWG | 0.787mm | 89K8122 973.35 @ 5875 BKO05 Black | 22AWG | 19x34AWG | 1.499mm | 89K8228 | 218.39 
@ 2843/19 OROO1 Orange | 26AWG | 19x38AWG | 0.787mm | 85K9719 973.35 @ 5875 BRO0S Brown | 22AWG | 19x34AWG | 1.499mm 02F7266 =| 218.39 
@ 2843/19 V1001 Purple | 26AWG | 19x38AWG | 0.787mm | 85K9720 973.35 @ 5875 GRO05 Green | 22AWG | 19x34AWG | 1.499mm | 89K8229 | 218.39 
@ 2843/19 RDOO1 Red 26AWG | 19x38AWG | 0.787mm | 02F9554 973.35 @ 5875 SLOO5S Grey 22AWG | 19x34AWG | 1.499mm | 06M3962 | 218.39 
@ 2843/19 WHO01 White | 26AWG | 19x38AWG | 0.787mm | 89K8123 973.35 @ 5875 OROO5 Orange | 22AWG | 19x34AWG | 1.499mm | 88K2181 | 218.39 
@ 2843/19 YLO01 Yellow | 26AWG | 19x38AWG | 0.787mm | 85K9721 973.35 @ 5875 VI005 Purple | 22AWG | 19x34AWG | 1.499mm | 86K7487 | 218.39 
@ 2843/1 BKO01 Black | 26AWG Solid 0.741mm | 02F9413 892.59 @ 5875 RDO0S Red 22AWG | 19x34AWG | 1.499mm | 06M3963 | 218.39 
@ 2843/1 BLOO1 Blue 26AWG Solid 0.741mm | 02F9417 892.59 @ 5875 YLO05 Yellow | 22AWG | 19x34AWG | 1.499mm | 85K9907 | 218.39 
@ 2843/1 BROO1 Brown | 26AWG Solid 0.711mm | 86K7204 892.59 @ 5875 WHO005 White | 22AWG | 19x34AWG | 1.524mm | 89K8230 | 172.23 
@ 2843/1 SLO01 Grey 26AWG Solid 0.714mm 85K9716 892.59 @ 5877 BLOOS Blue 18AWG | 19x30AWG | 1.981mm 86K9090 | 382.08 
@ 2843/1 OROO1 Orange | 26AWG Solid 0.741mm | 06M3915 892.59 @ 5877 BROS Brown | 18AWG | 19x30AWG | 1.981mm | 02F7295 | 382.08 
@ 2843/1 RDOO1 Red 26AWG Solid 0.711mm | 88K1362 892.59 @ 5877 GROO5 Green | 18AWG | 19x30AWG | 1.981mm | 86K7489 | 382.08 
@ 2843/1 WHO01 White | 26AWG Solid 0.711mm | 02F9412 892.59 @ 5877 SLO05S Grey 18AWG | 19x30AWG | 1.981mm | 89K8237 | 382.08 
@ 2843/1 YLO01 Yellow | 26AWG Solid 0.711mm | 85K9718 892.59 @ 5877 OROO5 Orange | 18AWG | 19x30AWG | 1.981mm | 85K9909 | 382.08 
@ 2844/7 BKO01 Black 24AWG | 7x32AWG | _0.914mm 02F9573 727.83 @ 5877 VI005 Purple | 18AWG | 19x30AWG | 1.981mm 02F7298 | 382.08 
@ 2844/7 BLOO1 Blue 24AWG | 7x32AWG | 0.914mm | 89K8129 727.83 @ 5877 YLO05 Yellow | 18AWG | 19x30AWG | 1.981mm | 02F7293 | 382.08 
@ 2844/7 BROO1 Brown | 24AWG | 7x32AWG | 0.914mm | 85K9726 727.83 @ 5877 BKO05 Black 18AWG | 19x30AWG | 2.01mm 063970 | 382.08 
© 2844/7 GROO1 Green | 24AWG | 7x32AWG | 0.914mm | 02F9575 727.83 @ 5877 RDO05 Red 18AWG | 19x30AWG | 2.01mm 063971 | 382.08 
© 2844/7 OROO1 Orange | 24AWG | 7x32AWG | 0.914mm | 85K9727 727.83 @ 5877 WHO005 White 18AWG | 19x30AWG | 2.01mm 02F7289 | 382.08 
@ 2844/7 RDOO1 Red 24AWG | 7x32AWG | 0.914mm | 029574 727.83 100 ft, UL AWM Style 1213; MIL-DTL-16878/4 (Type E) 
@ 2844/7 WHO01 White | 24AWG | 7x32AWG | 0.914mm | 85K9729 727.83 @ 5851 BKO05 Black 30AWG | 7x38AWG | 0.813mm | 02F7447 87.43 
© 2844/7 YL001 Yellow | 24AWG | 7x32AWG | 0.914mm | 02F9576 727.83 @ 5851 BLOOS Blue 30AWG | 7x38AWG | 0.813mm | 02F7451 87.43 
© 2844/19 BKO01 Black | 24AWG | 19x36AWG | 0.914mm | 02F9593 885.69 @ 5851 BRO05 Brown | 30AWG | 7x38AWG | 0.813mm | 02F7452 | 102.29 
@ 2844/19 BLOO1 Blue 24AWG | 19x36AWG | 0.914mm | 89K8127 885.69 @ 5851 GRO05 Green | 30AWG | 7x38AWG | 0.813mm | 02F7449 87.43 
@ 2844/19 BROO1 Brown | 24AWG | 19x36AWG | 0.914mm | 02F9598 885.69 @ 5851 SLO05S Grey 30AWG | 7x38AWG | 0.813mm | 02F7454 | 102.29 
© 2844/19 GROO1 Green | 24AWG | 19x36AWG | 0.914mm | 06M3916 885.69 @ 5851 ORO05 Orange | 30AWG | 7x38AWG | 0.813mm | 02F7453 | 102.29 
© 2844/19 SLO01 Grey 24AWG | 19x36AWG | 0.914mm | 85K9725 885.69 @ 5851 VI005 Purple | 30AWG | 7x38AWG | 0.813mm | 02F7455 | 102.29 
@ 2844/19 OROO1 Orange | 24AWG | 19x36AWG | 0.914mm | 02F9599 885.69 @ 5851 RDO05 Red 30AWG | 7x38AWG | 0.813mm | 02F7448 87.43 
@ 2844/19 VI001 Purple | 24AWG | 19x36AWG | 0.914mm | 02F9604 885.69 @ 5851 WH005 White | 30AWG | 7x38AWG | 0.813mm | 86K9072 87.43 
© 2844/19 RDOO1 Red 24AWG | 19x36AWG | 0.914mm | 02F9594 885.69 @ 5851 YLO05 Yellow | 30AWG | 7x38AWG | 0.813mm | 02F7450 87.43 
@ 2844/19 WHO01 White | 24AWG | 19x36AWG | 0.914mm | 02F9592 885.69 @ 5852 ORO05 Orange | 28AWG | 7x36AWG | 0.889mm | 02F7491 | 104.18 
@ 2844/19 YLO01 Yellow | 24AWG | 19x36AWG | 0.914mm | 02F9596 885.69 @ 5852 RDO0S Red 28AWG | 7x36AWG | 0.889mm | 02F7486 85.28 
© 2845/7 BKO01 Black | 22AWG | 7x30AWG | 1.067mm | 02F9613 896.21 @ 5852 WHO005 White | 28AWG | 7x36AWG | 0.889mm | 02F7484 89.05 
© 2845/7 VI001 Purple | 22AWG | 7x30AWG | 1.067mm | 85K9735 896.21 @ 5852 YLO05 Yellow | 28AWG | 7x36AWG | 0.889mm | 86K7469 | 104.18 
@ 2845/7 RDOO1 Red 22AWG | 7x30AWG | 1.067mm | 85K9734 896.21 @ 5852 BK005 Black | 28AWG | 7x36AWG | 0.914mm | 02F7485 89.05 
@ 2845/7 YLO01 Yellow | 22AWG | 7x30AWG | 1.067mm | 02F9616 896.21 @ 5852 BLOO5 Blue 28AWG | 7x36AWG | 0.914mm | 02F7489 | 104.18 
@ 2845/19 BKO01 Black | 22AWG | 19x34AWG | 1.067mm | 85K9730 | 1044.13 @ 5852 BROO5 Brown | 28AWG | 7x36AWG | 0.914mm | 85K9879 | 104.18 
@ 2845/19 BROO1 Brown | 22AWG | 19x34AWG | 1.067mm | 02F9638 | 1044.13 @ 5852 GRO05 Green | 28AWG | 7x36AWG | 0.914mm | 89K8200 | 104.18 
@ 2845/19 GRO01 Green | 22AWG | 19x34AWG | 1.067mm | 02F9635 | 1044.13 @ 5852 SLO05 Grey 28AWG | 7x36AWG | 0.914mm | 02F7492 | 104.18 
@ 2845/19 SLO01 Grey 22AWG | 19x34AWG | 1.067mm | 02F9640 | 1044.13 @ 5852 VI005 Purple | 28AWG | 7x36AWG | 0.914mm | 89K8201 | 404.18 
@ 2845/19 OROO1 Orange | 22AWG | 19x34AWG | 1.067mm | 85K9731 | 1044.13 @ 5853 YLO05 Yellow | 26AWG | 7x34AWG 0.99mm 02F7526 | 138.31 
@ 2845/19 RDOO1 Red 22AWG | 19x34AWG | 1.067mm 02F9634 | 1044.13 @ 5853 BK005 Black 26AWG 7x34AWG 0.991mm 02F7523 95.76 
@ 2845/19 WHO01 White | 22AWG | 19x34AWG | 1.067mm | 02F9632 | 1044.13 @ 5853 BLOOS Blue 26AWG | 7x34AWG | 0.991mm | 02F7527 95.76 
PIM_60373 @ 5853 BROS Brown | 26AWG | 7x34AWG | 0.991mm | 86K9073 95.76 
@ 5853 RDO0S Red 26AWG | 7x34AWG | 0.991mm | 02F7524 95.76 
PTFE INSULATION HOOK-UP WIRE @ 5853 WH005 White | 26AWG | 7x34AWG | 0.991mm | 02F7522 95.76 
&) Al p h aw j re @ 5853 GR005 Green | 26AWG | 7x34AWG | 1.016mm | 89K8202 95.76 
ten RSI @ 5853 OR005 Orange | 26AWG | 7x34AWG | 1.016mm | 86K9074 95.76 
acs @ 5853 VI005 Purple | 26AWG | 7x34AWG | 1.016mm | 02F7531 | 112.03 
Se ——== Gepsimpiat @ 5853 SLO05S Slate 26AWG | 7x34AWG 1.02mm 92F9396 | 112.03 
. @ 2853/1 BKO05S Black | 26AWG Solid 0.914mm | 06M3919 | 142.71 
Stranded i \Y @ 2853/1 BLOOS Blue 26AWG Solid 0.914mm | 02F9647 | 142.71 
— aaa @ 2853/1 GRO05 Green | 26AWG Solid 0.914mm | 89K8130 | 442.74 
Sele @ 2853/1 SLOOS Grey 26AWG Solid 0.914mm | 02F9650 | 1442.74 
© Stranded and solid silver-plated copper conductors MIL-W-16878/5 (Type EE) 200°C/1000Vrms © 2853/1 OROOS Orange _|_26AWG Solid 0.914mm_ | 89K8131_ | 142.71 
Extruded PTFE insulation @ Meets NEMA HP3-EXBBB @ 2853/1 VI005 Purple | 26AWG Solid 0.914mm | 02F9651 | 142.71 
© Meets ULAWM Style 1213, 105°C or Style1180 ‘Temperature range -60°C to 200°C 2853 RDDDS | Red | 26AWG | Sold | 0.914mm | o2F9644 | 4ap71 
200°C/300Vrms @ UL recognized - . 
© Meets MIL-W-16878/4 (Type E) 200°C/600Vrms or © Other colors available; go online or call © 2853/1 WHO05 White _|_ 26AWG Solid 0.914mm_| 06M3921_| 142.71 
picapey @ 2853/1 YLO0S Yellow | 26AWG Solid 0.914mm | 02-9646 | 142.71 
Wire External Spool @ 5854/7 BKO0S Black | 24AWG | 7x32AWG 1.118mm 02F7171 | 148.79 
Mfg. Part No. Color Size Stranding Diameter | Stock No. 1-4+ @ 5854/7 BLO0S Blue 24AWG 7x32AWG 1.118mm 02F7175 | 103.01 
100 ft, UL AWM Style 1180; MIL-DTL-16878/5 (Type EE) @ 5854/7 BROOS Brown | 24AWG | 7x32AWG 1.118mm 02F7176 | 120.51 
@ 5874 BROO5 Brown 24awWG | 19x36AWG | 1.321mm 02F7246 177.52 @ 5854/7 GRO05 Green | 24AWG | 7x32AWG 1.118mm 02F7173 79.21 
@ 5874 GRO05 Green 24AWG | 19x36AWG | 1.321mm 85K9906 177.52 @ 5854/7 SLOOS Grey 24AWG | 7x32AWG 1.118mm | 86K9080 | 120.51 
@ 5874 SLO0S Grey 24AWG | 19x36AWG 1.324mm 02F7248 177.52 @ 5854/7 ORO05 Orange | 24AWG | 7x32AWG 1.118mm 02F7177 79.21 
@ 5874 ORO0S Orange | 24AWG | 19x36AWG 1.324mm 86K7486 177.52 @ 5854/7 VI005 Purple | 24AWG | 7x32AWG 1.118mm 02F7179 | 103.01 
@ 5874 RDO0S Red 24aWG | 19x36AWG | 1.321mm 02F7242 177.52 @ 5854/7 RDOO5 Red 24AWG | 7x32AWG 1.118mm | 06M3950 | 103.01 
@ 5874 YLO05 Yelow | 24AWG | 19x36AWG | 1.321mm 02F7244 177.52 @ 5854/7 WHO0S White | 244WG | 7x32AWG 1.118mm | 88K2175 96.18 
@ 5874 BKO05 Black 24AwG | 19x36AWG | 1.372mm 86K7485 177.52 @ 5854/7 YLO05 Yellow | 24AWG | 7x32AWG 1.148mm 02F7174 | 103.01 
@ 5874 BLOOS Blue 24AWG | 19x36AWG | 1.372mm 02F7245 177.52 @ 5854 BK005 Black | 24AWG | 19x36AWG | 1.118mm | 02F7561 | 126.86 
> CONTINUED > > CONTINUED > 
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HOOK-UP WIRE 


PTFE INSULATION HOOK-UP WIRE (CONT.) PTFE INSULATION HOOK-UP WIRE (CONT.) 
Price per Price per 
Wire External Spool Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
100 ft, UL AWM Style 1213; MIL-DTL-16878/4 (Type E) 100 ft, UL AWM Style 1213; MIL-DTL-16878/4 (Type E) 
@ 5854 BROO5 Brown | 24AWG | 19x36AWG | 1.118mm 89K8207 | 147.60 @ 5857 WHO05 White 18AWG | 19x30AWG | 1.753mm | 89K8218 260.66 
@ 5854 ORO05 Orange | 24AWG | 19x36AWG 1.118mm 89K8208 147.60 @ 5857 BROO5S Brown 18AWG | 19x30AWG 1.778mm 86K7482 330.51 
@ 5854 VI005 Purple | 24AWG | 19x36AWG | 1.118mm 86K9078 | 147.60 @ 5857 GROO5S Green 18AWG | 19x30AWG | 1.778mm 86K7483 330.51 
@ 5854 RDO05 Red 24AWG | 19x36AWG | 1.118mm | 86K9077 | 126.86 @ 5857 ORO0S Orange | 18AWG | 19x30AWG | 1.778mm | 89K8216 330.51 
@ 5854 WH005 White | 24AWG | 19x36AWG | 1.118mm 86K7473_| 147.60 @ 5857 VIO05 Purple | 18AWG | 19x30AWG | 1.778mm | 89K8217 330.51 
@ 5854 YLO05 Yellow | 24AWG | 19x36AWG | 1.118mm 86K9079 | 147.60 @ 5857 SLO05 Slate 18AWG | 19x30AWG | 1.778mm | 89K8215 330.51 
@ 5854 BLO05 Blue 24AWG | 19x36AWG | 1.143mm | 02F7565 | 147.60 @ 5857 YLO05 Yellow | 18AWG | 19x30AWG | 1.778mm | 85K9900 192.31 
@ 5854 GRO05 Green | 24AWG | 19x36AWG | 1.143mm | 86K7472 | 147.60 @ 5858 SLO05 Grey 16AWG | 19x29AWG | 1.956mm | 06M3958 | 317.86 
@ 5854 SLO05S Grey 24AWG | 19x36AWG | 1.143mm 86K9076 | 147.60 @ 5858 VI005 Purple 16AWG | 19x29AWG | 1.956mm 02F7721 317.86 
@ 2854/1 BKO05 Black 24AWG Solid 1.016mm | 86K9030 | 176.82 @ 5858 BLO05 Blue 16AWG | 19x29AWG | 2.03mm 89K8220 317.86 
@ 2854/1 BLOOS Blue 24AWG Solid 1.016mm | 89K8133 | 176.82 @ 5858 BROOS Brown | 16AWG | 19x29AWG | 2.03mm 85K9902 317.86 
@ 2854/1 BROOS Brown | 24AWG Solid 1.016mm | 86K9031 | 176.82 @ 5858 RD005 Red 16AWG | 19x29AWG | 2.03mm 02F7714 317.86 
@ 2854/1 GR005 Green | 24AWG Solid 1.016mm | 86K9032 | 176.82 @ 5858 WHO05 White 16AWG | 19x29AWG | 2.03mm 02F7712 317.86 
@ 2854/1 SLO05 Grey 24AWG Solid 1.016mm | 06M3926 | 176.82 @ 5858 YLO05 Yellow | 16AWG | 19x29AWG | 2.03mm 86K9089 317.86 
@ 2854/1 OR005 Orange | 24AWG Solid 1.016mm | 88K2133 | 176.82 @ 5858 BKO05 Black 16AWG | 19x29AWG | 2.032mm | 85K9904 317.86 
@ 2854/1 RDO0S Red 24AWG Solid 1.016mm_ | _78M7421 176.82 @ 5858 GROO5S Green 16AWG | 19x29AWG | 2.032mm 89K8221 317.86 
@ 2854/1 WHO0S White | 24AWG Solid 1.016mm | 25C1495 | 176.82 @ 5858 ORO05 Orange | 16AWG | 19x29AWG | 2.032mm 02F7719 317.86 
@ 2854/1 YLO05 Yellow | 24AWG Solid 1.016mm | 89K8134 | 176.82 1000 ft, UL AWM Style 1180; MIL-DTL-16878/5 (Type EE) 
@ 5855/7 BKO05 Black 22AWG | 7x30AWG 1.27mm 88K2179 | 150.57 @ 5874 BKO01 Black 24AWG | 19x36AWG | 1.321mm | 89K8225 | 1033.54 
@ 5855/7 BLO05 Blue 22AWG | 7x30AWG 1.27mm 02F7204 =| 176.15 @ 5874 OROO1 Orange | 24AWG | 19x36AWG | 1.321mm | 89K8226 | 1033.54 
@ 5855/7 BROOS Brown | 22AWG | 7x30AWG 1.27mm 89K8211 176.15 @ 5874 RDOO1 Red 24AWG | 19x36AWG | 1.321mm 02F7252 | 1033.54 
@ 5855/7 OROO5 Orange | 22AWG | 7x30AWG 1.27mm 02F7206 ~| 176.15 @ 5874 WHO01 White | 24AWG | 19x36AWG | 1.372mm | 89K8227 | 1033.54 
@ 5855/7 V1005 Purple | 22AWG | 7x30AWG 1.27mm 02F7208 =| 176.15 @ 5875 BLOO1 Blue 22AWG | 19x34AWG | 1.499mm | 86K7488 | 1174.53 
@ 5855/7 RD00S Red 22AWG 7x30AWG 1.27mm 02F7201 176.15 @ 5875 GROO1 Green | 22AWG | 19x34AWG | 1.499mm 02F7273 «| 1174.53 
@ 5855/7 SLO05 Slate 22AWG | 7x30AWG 1.27mm 78M7425 | 176.15 @ 5875 SLOO1 Grey 22AWG | 19x34AWG | 1.499mm | 06M3965 | 1174.53 
@ 5855/7 WHO05 White | 22AWG | 7x30AWG 1.27mm 86K9085 | 176.15 @ 5875 RD001 Red 22AWG | 19x34AWG | 1.499mm 02F7272 | 1174.53 
@ 5855/7 GR005 Green | 22AWG | 7x30AWG 1.397mm | 02F7202 | 176.15 @ 5875 YLO01 Yellow | 22AWG | 19x34AWG | 1.499mm 02F7274 (| 1174.53 
@ 5855/7 YLO05 Yellow | 22AWG | 7x30AWG 1.397mm | 02F7203 | 176.15 @ 5875 WHO01 White | 22AWG | 19x34AWG | 1.524mm 02F7270 | 4174.53 
@ 5855 BKO05 Black 22AWG | 19x34AWG 1.27mm 86K9083 | 128.09 @ 5877 BKO01 Black 18AWG | 19x30AWG | 1.981mm | 66H8634 | 1817.29 
@ 5855 BLO05 Blue 22AWG | 19x34AWG 1.27mm 02F7603 | 149.86 @ 5877 BLOO1 Blue 18AWG | 19x30AWG | 1.981mm | 85K9910 | 1817.29 
@ 5855 BROO5 Brown | 22AWG | 19x34AWG | 1.27mm 06M3951 | 149.86 @ 5877 VI001 Purple | 18AWG | 19x30AWG | 1.981mm 02F7326 | 1817.29 
@ 5855 OR005 Orange | 22AWG | 19x34AWG | 1.27mm 06M3952 | 149.86 @ 5877 WHO01 White 18AWG | 19x30AWG | 2.007mm 02F7308 | 1817.29 
@ 5855 VI005 Purple | 22AWG | 19x34AWG | 1.27mm 02F7607 | 149.86 1000 ft, UL AWM Style 1213; MIL-DTL-16878/4 (Type E) 
@ 5855 RD005 Red 22AWG | 19x34AWG | 1.27mm 86K7475 | 128.09 @ 5851 BKO01 Black 30AWG | 7x38AWG | 0.813mm 02F7466 592.87 
@ 5855 WH005 White | 22AWG | 19x34AWG | 1.27mm 86K7476 | 128.09 @ 5851 BLOO1 Blue 30AWG | 7x38AWG | 0.813mm | 06M3946 | 592.87 
@ 5855 YLO05 Yellow | 22AWG | 19x34AWG | 1.27mm 02F7602 | 149.86 @ 5851 BROO1 Brown | 30AWG | 7x38AWG | 0.813mm | 85K9876 592.87 
@ 5855 GRO05 Green | 22AWG | 19x34AWG | 1.295mm | 88K2177 | 149.86 @ 5851 ORO01 Orange | 30AWG | 7x38AWG | 0.813mm | 85K9878 592.87 
@ 5855 SLO0S Grey 22AWG | 19x34AWG | 1.295mm 86K9084 26.03 @ 5851 RDOO1 Red 30AWG | 7x38AWG 0.813mm 02F7467 592.87 
@ 5875 BLO05 Blue 22AWG | 19x34AWG | 1.499mm 02F7265 | 218.39 @ 5851 WHO01 White 30AWG | 7x38AWG | 0.813mm 02F7465 592.87 
@ 2855/1 BKO05 Black 22AWG Solid 1.143mm | 85K9738 | 125.32 @ 5852 BKO01 Black 28AWG | 7x36AWG | 0.889mm | 85K9880 603.35 
© 2855/1 BLOOS Blue 22AWG Solid 1.143mm | 85K9739 | 215.68 @ 5852 BLOO1 Blue 28AWG | 7x36AWG | 0.889mm 02F7508 603.35 
@ 2855/1 BROOS Brown | 22AWG Solid 1.143mm | 89K8137 | 215.68 @ 5852 RD001 Red 28AWG | 7x36AWG | 0.889mm 02F7505 603.35 
@ 2855/1 GRO05 Green | 22AWG Solid 1.143mm | 06M3931 | 215.68 @ 5852 WH001 White | 28AWG | 7x36AWG | 0.889mm 02F7503 603.35 
@ 2855/1 SLOO5 Grey 22AWG Solid 1.143mm 02F9690 | 215.68 @ 5852 BROO1 Brown | 28AWG | 7x36AWG | 0.914mm 02F7509 603.35 
@ 2855/1 VI005 Purple | 22AWG Solid 1.143mm 02F9691 | 215.68 @ 5852 GRO01 Green | 28AWG | 7x36AWG | 0.914mm 02F7506 603.35 
@ 2855/1 RDO0S Red 22AWG Solid 1.143mm | 89K8138 | 215.68 @ 5852 SLO01 Grey 28AWG | 7x36AWG | 0.914mm | 85K9881 603.35 
@ 2855/1 WHO05S White | 22AWG Solid 1.143mm | 02F9682 | 215.68 @ 5852 ORO01 Orange | 28AWG | 7x36AWG | 0.914mm | 85K9882 603.35 
@ 2855/1 YL005 Yellow | 22AWG Solid 1.143mm | 85K9740 | 215.68 @ 5852 YLO01 Yellow | 28AWG | 7x36AWG | 0.914mm | 86K7470 603.35 
@ 5856/7 BKO05 Black 20AWG | 7x28AWG 1.473mm | 86K7481 | 208.87 @ 5853 BLOO1 Blue 26AWG | 7x34AWG | 0.991mm | 85K9883 648.63 
@ 5856/7 BLOOS Blue 20AWG | 7x28AWG 1.473mm 02F7224 | 208.87 @ 5853 WHO01 White | 26AWG | 7x34AWG | 0.991mm | 85K9887 648.63 
@ 5856/7 BROOS Brown | 20AWG | 7x28AWG 4.473mm 02F7225 | 208.87 @ 5853 BKO01 Black 26AWG | 7x34AWG 1.016mm 02F7542 648.63 
@ 5856/7 GR005 Green | 20AWG | 7x28AWG 1.473mm | 96K4537 | 208.87 @ 5853 BROO1 Brown | 26AWG | 7x34AWG 1.016mm | 85K9884 | 648.63 
@ 5856/7 SLO05 Grey 20AWG | 7x28AWG 1.473mm 02F7227 | 208.87 @ 5853 GRO01 Green | 26AWG | 7x34AWG 1.016mm | 86K7471 648.63 
@ 5856/7 OR00S Orange | 20AWG | 7x28AWG 1.473mm | 85K9898 | 117.04 @ 5853 RDOO1 Red 26AWG | 7x34AWG 1.016mm 02F7543 648.63 
@ 5856/7 VI005 Purple | 20AWG | 7x28AWG 1.473mm 02F7228 | 208.87 @ 5853 YLO01 Yellow | 26AWG | 7x34AWG 1.016mm 02F7545 648.63 
@ 5856/7 RDO0S Red 20AWG | 7x28AWG 1.473mm | 89K8214 | 208.87 @ 2853/1 BK001 Black 26AWG Solid 0.914mm 02F9653 830.26 
@ 5856/7 WHO05 White | 20AWG | 7x28AWG 1.473mm 02F7219 | 208.87 @ 2853/1 BLOO1 Blue 26AWG Solid 0.914mm | 85K9736 830.26 
@ 5856/7 YLO05 Yellow | 20AWG | 7x28AWG 1.473mm 02F7223 | 208.87 @ 2853/1 SLO01 Grey 26AWG Solid 0.914mm | 06M3922 | 830.26 
@ 5856 BKO05 Black 20AWG | 19x32AWG | 1.473mm | 86K9086 | 182.60 @ 2853/1 VI001 Purple | 26AWG Solid 0.914mm | 06M3924 | 830.26 
@ 5856 BLO05 Blue 20AWG | 19x32AWG 1.5mm 89K8213 | 231.53 @ 2853/1 RDOO1 Red 26AWG Solid 0.914mm 02F9654 830.26 
@ 5856 BROO5 Brown | 20AWG | 19x32AWG 1.5mm 85K9895 | 231.53 @ 2853/1 WHO001 White | 26AWG Solid 0.914mm | 06M3925 | 9830.26 
@ 5856 GRO05 Green | 20AWG | 19x32AWG 4.5mm 02F7639 | 231.53 @ 5854/7 BK001 Black 24AWG | 7x32AWG 1.118mm 02F7181 698.34 
@ 5856 ORO0S Orange | 20AWG | 19x32AWG 1.5mm 85K9896_ | 231.53 @ 5854/7 BROO1 Brown | 24AWG | 7x32AWG 1.118mm 02F7186 698.34 
@ 5856 VI005 Purple | 20AWG | 19x32AWG 1.5mm 02F7645 | 231.53 @ 5854/7 SLOO1 Grey 24AWG | 7x32AWG 1.118mm 02F7188 698.34 
@ 5856 RD005 Red 20AWG | 19x32AWG 4.5mm 86K7479 | 182.60 @ 5854/7 OR001 Orange | 24AWG | 7x32AWG 1.118mm 02F7187 698.34 
@ 5856 WHO05 White | 20AWG | 19x32AWG 4.5mm 85K9897 | 182.60 @ 5854/7 V1001 Purple | 244WG | 7x32AWG 1.118mm | 85K9892 698.34 
@ 5856 YLO05 Yellow | 20AWG | 19x32AWG 1.5mm 86K7480 | 231.53 @ 5854/7 RDOO1 Red 24AWG | 7x32AWG 1.118mm | 86K9084 698.34 
@ 2856/1 WHO05 White 20AWG Solid 1.324mm 88K2134_ | 294.51 @ 5854/7 WHO001 White 24AWG | 7x32AWG 1.118mm 86K9082 698.34 
@ 5857 BKO05 Black 18AWG | 19x30AWG 1.75mm 86K9088 | 260.66 @ 5854/7 YLO01 Yellow | 244WG | 7x32AWG 1.418mm 02F7184 698.34 
@ 5857 BLOOS Blue 18AWG | 19x30AWG 4.75mm 88K2180 | 330.51 @ 5854 BKO01 Black 24AWG | 19x36AWG | 1.118mm 02F7580 858.68 
@ 5857 RD005 Red 18AWG | 19x30AWG 1.75mm 86K7484_ | 260.66 @ 5854 RDO01 Red 24AWG | 19x36AWG | 1.118mm 02F7581 858.68 
> CONTINUED > > CONTINUED > 
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WIRE & CABLE 
HOOK-UP WIRE 


PTFE INSULATION HOOK-UP WIRE (CONT.) PTFE INSULATION HOOK-UP WIRE (CONT.) 
Price per Price per 
Wire External Spool Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
1000 ft, UL AWM Style 1213; MIL-DTL-16878/4 (Type E) 1000 ft, UL AWM Style 1213; MIL-DTL-16878/4 (Type E) 
@ 5854 WHO01 White | 24AWG | 19x36AWG | 1.118mm | 86K7474 858.68 @ 5858 BKO01 Black 16AWG | 19x29AWG | 1.956mm 02F7732 | 1916.97 
@ 5854 BLOO1 Blue 24AWG | 19x36AWG | 1.143mm | 02F7584 858.68 @ 5858 BLO01 Blue 16AWG | 19x29AWG | 1.956mm 02F7736 | 1916.97 
@ 5854 BROO1 Brown | 24AWG | 19x36AWG | 1.143mm | 02F7585 858.68 @ 5858 BR001 Brown 16AWG | 19x29AWG | 1.956mm 02F7737_ | 1916.97 
@ 5854 GRO01 Green | 24AWG | 19x36AWG | 1.143mm | 02F7582 858.68 @ 5858 GRO01 Green 16AWG | 19x29AWG | 1.956mm 02F7734_ | 1916.97 
@ 5854 ORO01 Orange | 24AWG | 19x36AWG | 1.143mm | 96K2363 858.68 @ 5858 SLO01 Grey 16AWG | 19x29AWG | 1.956mm 02F7739 | 1916.97 
@ 5854 VI001 Purple | 24AWG | 19x36AWG | 1.143mm | 02F7588 858.68 @ 5858 OROO1 Orange | 16AWG | 19x29AWG | 1.956mm 02F7738 | 1916.97 
@ 5854 SLO01 Slate 24AWG | 19x36AWG | 1.143mm | 02F7587 858.68 @ 5858 V1001 Purple | 16AWG | 19x29AWG | 1.956mm 02F7740 | 1916.97 
@ 5854 YLO01 Yellow | 24AWG | 19x36AWG | 1.143mm | 02F7583 858.68 @ 5858 RD001 Red 16AWG | 19x29AWG | 1.956mm 02F7733_-| 1916.97 
@ 5874 VI001 Purple | 24AWG | 19x36AWG_ | 1.321mm 02F7259 | 1033.54 @ 5858 YLO01 Yellow 16AWG | 19x29AWG | 1.956mm 02F7735 1916.97 
@ 2854/1 BKO01 Black | 24AWG Solid 1.016mm | 02F9673 | 1030.99 @ 5858 WH001 White 16AWG | 19x29AWG | 2.032mm 89K8222 | 1916.97 
@ 2854/1 BLOO1 Blue 24AWG Solid 1.016mm | 06M3928 | 1030.99 PIM:6347 
@ 2854/1 BROO1 Brown | 24AWG Solid 1.016mm | 85K9737 | 1030.99 = 
@ 2854/1 GROO1 Green | 244WG Solid 1.016mm | 02F9675 | 1030.99 PVC INSULATION HOOK-UP WIRE RoHS 
@ 2854/1 SLO01 Grey 24AWG Solid 1.016mm | 06M3929 | 1030.99 Gop timoian Al h Wi 
© 2854/1 OROO1 Orange | 24AWG Solid ‘016mm | 89K8135 | 1030.99 pnavvire 
@ 5855/7 WHO001 White 22AWG | 7x30AWG 1.27mm 86K7478 | 1024.16 Coble you tis See yousesre 
@ 5855/7 BK001 Black | 22AWG | 7x30AWG | 1.397mm | 02F7210 | 1024.16 Al G 
@ 5855/7 BLOO1 Blue 22AWG | 7x30AWG | 1.397mm ] 02F7214 | 1024.16 mai , 
@ 5855/7 BROO1 Brown | 22AWG | 7x30AWG | 1.397mm | 85K9893 | 1024.16 K 
© 5855/7 GRO01 Green 22AWG TOAWG 1.397mm O2F7212_ | 1024.16 © Stranded tinned copper conductor 105°C UL AWM Style 1569 
@ 5855/7 OROO1 Orange | 22AWG | 7x30AWG | 1.397mm | 85K9894 | 1024.16 © PVC insulation © Rated: 300V, 80°C 
© 5855/7 RDOO1 Red | 22AWG | 7xa0AWG | 1.397mm | 02F7211 | 1024.16 @ Insulation thickness: 0.016" (0.406) @ UL recognized, CSA certified 
@ Passes VW-1 flame test © Other colors and sizes available; go online or call 
@ 5855 BKO01 Black | 22AWG | 19x34AWG | 1.27mm 88K1457 873.02 80°C ULAWM Style 1007, 90°C CSA TR-64, 
@ 5855 BLOO1 Blue 22AWG | 19x34AWG | 1.27mm 89K8209 873.02 PRESS 
@ 5855 GRO01 Green | 22AWG | 19x34AWG | 1.27mm 86K7477 873.02 Wire External Spool 
@ 5855 VI001 Purple 22AWG 19x34AWG 1.27mm 02F7626 873.02 Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
@ 5855 RDO01 Red 22AWG | 19x34AWG | 1.27mm 02F7619 873.02 100 ft 
@ 5855 WHO01 White | 22AWG | 19x34AWG | 1.27mm 89K8210 873.02 @ 3047 BKO0S Black 30AWG | 7x38AWG | 1.118mm 92F9283 57.11 
@ 5855 YLO01 Yellow | 22AWG | 19x34AWG | 1.27mm 02F7621 873.02 @ 3047 BLOOS Blue 30AWG | 7x38AWG | 1.118mm 92F9929 57.11 
@ 5855 BROO1 Brown | 22AWG | 19x34AWG | 1.295mm | 06M3953 873.02 @ 3047 BRO05 Brown 30AWG | 7x38AWG | 1.118mm 92F9926 32.85 
@ 5855 SLO01 Grey 22AWG | 19x34AWG | 1.295mm | 88K2178 873.02 @ 3047 GRO05 Green 30AWG | 7x38AWG | 1.118mm 92F9285 57.11 
@ 5855 ORO01 Orange | 22AWG | 19x34AWG | 1.295mm | 02F7624 873.02 @ 3047 SLO05S Grey 30AWG | 7x38AWG | 1.118mm 92F9932 57.11 
@ 5875 BKO01 Black | 22AWG | 19x34AWG | 1.499mm | 02F7271 | 1174.53 @ 3047 OROO5 Orange | 30AWG | 7x38AWG | 1.118mm 7307413 57.11 
@ 2855/1 BKO01 Black | 22AWG Solid 1.143mm | 02-9693 | 1161.28 © 3047 VI005 Purple | 30AWG | 7x38AWG | 1.118mm 92F9934 57.11 
© 2855/1 BLOO1 Blue 22AWG Solid 1.143mm | 02-9697 | 1161.28 @ 3047 RD005 Red 30AWG | 7x38AWG | 1.118mm 92F9288 32.85 
@ 2855/1 BR001 Brown | 22AWG Solid 1.143mm | 89K8139 | 1161.28 @ 3047 WHO005 White 30AWG | 7x38AWG | 1.118mm 28B6704 57.11 
@ 2855/1 GROO1 Green | 22AWG Solid 1.143mm | 02-9695 | 1161.28 @ 3047 YLO05 Yellow 30AWG | 7x38AWG | 1.118mm 92F9936 57.11 
@ 2855/1 SLO01 Grey 22AWG Solid 1.143mm | 89K8140 | 1161.28 @ 3048 BKO05 Black 28AWG | 7x36AWG | 1.194mm 92F9290 29.51 
© 2855/1 OROO1 Orange | 22AWG Solid 1.143mm | 89K8141 | 1161.28 @ 3048 BLOOS Blue 28AWG | 7x36AWG | 1.194mm 92F9295 51.31 
@ 2855/1 VI001 Purple | 22AWG Solid 1.143mm | 85K9741 | 1161.28 @ 3048 BRO05 Brown 28AWG | 7x36AWG | 1.194mm 92F9292 51.31 
@ 2855/1 RDOO1 Red 22AWG Solid 1.143mm | 02-9694 | 1161.28 @ 3048 GRO05 Green 28AWG | 7x36AWG | 1.194mm 92F9293 51.31 
@ 2855/1 WHO01 White | 22AWG Solid 1.143mm | 88K1363 | 1161.28 @ 3048 OROOS Orange | 28AWG | 7x36AWG | 1.194mm 92F9296 51.31 
@ 2855/1 YLO01 Yellow | 22AWG Solid 1.143mm | 85K9742 | 1161.28 @ 3048 VI005 Purple | 28AWG | 7x36AWG | 1.194mm 92F9301 51.31 
@ 5856/7 BK001 Black | 20AWG | 7x28AWG | 1.473mm | 02F7231 | 1123.69 @ 3048 RDO0S Red 28AWG | 7x36AWG | 1.194mm 92F9298 51.31 
@ 5856/7 BLOO1 Blue 20AWG | 7x28AWG | 1.473mm | 02F7235 | 1123.69 @ 3048 SLO05S Slate 28AWG | 7x36AWG | 1.194mm 92F9300 51.31 
@ 5856/7 BROO1 Brown | 20AWG | 7x28AWG | 1.473mm | 02F7236 | 1123.69 @ 3048 WHO005 White 28AWG | 7x36AWG | 1.194mm 92F9302 51.31 
@ 5856/7 GROO1 Green | 20AWG | 7x28AWG | 1.473mm | 06M3956 | 1123.69 @ 3048 YL005 Yellow | 28AWG | 7x36AWG | 1.194mm 92F9304 51.31 
@ 5856/7 SLO01 Grey 20AWG | 7x28AWG | 1.473mm ] 02F7238 | 1123.69 @ 3049 BKO05 Black 26AWG | 7x34AWG | 1.295mm 92F9306 31.85 
@ 5856/7 RDOO1 Red 20AWG | 7x28AWG | 1.473mm | 02F7232 | 4123.69 @ 3049 BLOOS Blue 26AWG | 7x34AWG | 1.295mm 92F9311 55.36 
@ 5856/7 WH001 White | 20AWG | 7x28AWG | 1.473mm | 02F7230 | 1123.69 @ 3049 BROOS Brown 26AWG | 7x34AWG | 1.295mm 92F9307 55.36 
@ 5856 BKO01 Black | 20AWG | 19x32AWG 1.5mm 02F7656 | 1244.71 @ 3049 GROO5 Green 26AWG | 7x34AWG | 1.295mm 92F9309 31.85 
@ 5856 BLOO1 Blue 20AWG | 19x32AWG 1.5mm 02F7660 | 1244.71 @ 3049 ORO05S Orange | 26AWG | 7x34AWG | 1.295mm 92F9313 31.85 
@ 5856 BR0O1 Brown | 20AWG | 19x32AWG 1.5mm 02F7661 | 1244.71 @ 3049 V1005 Purple | 26AWG | 7x34AWG | 1.295mm 92F9944 31.85 
@ 5856 GRO01 Green | 20AWG | 19x32AWG 1.5mm 063955 | 1244.71 @ 3049 RDO05 Red 26AWG | 7x34AWG | 1.295mm 92F9315 55.36 
@ 5856 ORO01 Orange | 20AWG | 19x32AWG 4.5mm 02F7662 | 4244.71 @ 3049 SLO05 Slate 26AWG | 7x34AWG | 1.295mm 92F9942 55.36 
@ 5856 V1001 Purple | 20AWG | 19x32AWG 1.5mm 02F7664 | 4244.71 @ 3049 WH005 White 26AWG | 7x34AWG | 1.295mm 92F7620 31.85 
@ 5856 RD001 Red 20AWG | 19x32AWG 1.5mm 02F7657 | 4244.71 @ 3049 YLO05 Yellow | 26AWG | 7x34AWG | 1.295mm 92F9316 55.36 
@ 5856 SLO01 Slate 20AWG | 19x32AWG 1.5mm 02F7663 «| 1244.71 @ 3050 BK005 Black 24AWG | 7x32AWG | 1.422mm 02F8183 32.62 
@ 5856 WHO01 White | 20AWG | 19x32AWG 1.5mm 86K9087 | 1244.71 @ 3050 GR005 Green 24AWG | 7x32AWG | 1.422mm 02F8185 32.62 
@ 5856 YLO01 Yellow 20AWG | 19x32AWG 1.5mm 02F7659 =| 1244.71 @ 3050 ORO05S Orange | 24AWG 7x32AWG 1.422mm 02F8189 32.62 
© 5857 GROO1 Green | 18AWG | 19x30AWG | 1.75mm 02F7696 | 1572.43 @ 3050 RD005 Red 24AWG | 7x32AWG | 1.422mm 02F8184 32.62 
@ 5857 RDO01 Red 18AWG | 19x30AWG | 1.75mm 02F7695 | 4572.43 @ 3050 SLO05 Slate 24AWG | 7x32AWG | 1.422mm 86K7234 32.62 
@ 5857 WHO001 White 18AWG | 19x30AWG | 1.753mm | 96K2364 | 1572.43 @ 3050 WH005 White 24AWG | 7x32AWG | 1.422mm 86K7235 32.62 
@ 5857 BKO01 Black 18AWG | 19x30AWG | 1.778mm | 89K8219 | 1572.43 @ 3050 BLO0S Blue 24AWG | 7x32AWG | 1.448mm 02F8187 32.62 
© 5857 BLOO1 Blue 18AWG | 19x30AWG | 1.778mm | 02F7698 | 1572.43 @ 3050 BRO05 Brown 24AWG | 7x32AWG | 1.448mm 02F8188 32.62 
@ 5857 BROO1 Brown | 18AWG | 19x30AWG | 1.778mm | 02F7699 | 1572.43 @ 3050 VI005 Purple | 24AWG | 7x32AWG | 1.448mm 02F8191 32.62 
@ 5857 SLO01 Grey 18AWG | 19x30AWG | 1.778mm | 02F7701 | 1572.43 @ 3050 YLO05 Yellow | 24AWG | 7x32AWG | 1.448mm 02F8186 32.62 
@ 5857 OROO1 Orange | 18AWG | 19x30AWG | 1.778mm | 02F7700 | 4572.43 @ 3051 GROO5 Green 22AWG | 7x30AWG 4.58mm 02F8223 36.98 
@ 5857 VI001 Purple | 18AWG | 19x30AWG | 1.778mm | 02F7702 | 1572.43 @ 3051 RDO0S Red 22AWG | 7x30AWG 4.58mm 86K7241 36.98 
@ 5857 YLO01 Yellow | 18AWG | 19x30AWG | 1.778mm | 02F7697 | 1572.43 @ 3051 WH005 White 22AWG | 7x30AWG 4.58mm 02F8220 36.98 
@ 5877 YLO01 Yellow | 18AWG | 19x30AWG | 1.981mm | 02F7312 | 1817.29 @ 3051 YLO05 Yellow | 22AWG | 7x30AWG 1.58mm 02F8224 36.98 
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HOOK-UP WIRE 


PVC INSULATION HOOK-UP WIRE (CONT.) PVC INSULATION HOOK-UP WIRE (CONT.) 
Price per Price per 
Wire External Spool Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
100 ft 1000 ft 
© 3051 BK005 Black | 22AWG | 7x30AWG | 1.651mm | 86K9034 36.98 © 3050 YLO01 Yellow | 24AwWG | 7x32AWG | 1.448mm | 86K7236 194.46 
© 3051 BLOO5 Blue 22aAwG | 7x30AWG | 1.651mm | 02F8225 36.98 © 3051 BKO01 Black | 22AWG | 7x30AWG 1.58mm 02F8240 214.27 
© 3051 BROOS Brown | 22AWG | 7x30AWG | 1.651mm | 86K9035 36.98 © 3051 BLO01 Blue 22AWG | 7x30AWG 1.58mm 02F8244 214.27 
© 3051 OROO5 Orange | 22AWG | 7x30AWG | 1.651mm | 02F8227 36.98 © 3051 GROO1 Green | 22AWG | 7x30AWG 1.58mm 02F8242 214.27 
© 3051 VI005 Purple | 22AWG | 7x30AWG | 1.651mm | 86K9036 36.98 @ 3051 VI001 Purple | 22AWG | 7x30AWG 1.58mm 02F8248 214.27 
© 3051 SLO05 Slate 22AwG | 7x30AWG | 1.651mm | 86K7240 36.98 © 3051 RDOO1 Red 22AWG | 7x30AWG 1.58mm 85K9748 214.27 
@ 3053 YLO05 Yellow | 20AWG | 10x30AWG | 1.75mm 02F8262 77.96 @ 3051 WHO01 White | 22AWG | 7x30AWG 1.58mm 86K9037 214.27 
© 3053 BKO05 Black | 20AWG | 10x30AWG | 1.753mm | 02F8259 77.96 @ 3051 YLO01 Yellow | 22AWG | 7x30AWG 1.58mm 02F8243 214.27 
© 3053 RD00S Red 20AWG | 10x30AWG | 1.753mm | 02F8260 77.96 @ 3051 BROO1 Brown | 22AWG | 7x30AWG | 1.651mm | 89K8156 214.27 
© 3053 WH005 White | 20AWG | 10x30AWG | 1.753mm | 86K9040 77.96 © 3051 SLO01 Grey 22aAwG | 7x30AWG | 1.651mm | 02F8247 214.27 
© 3053 BLO05 Blue 20AWG | 10x30AWG | 1.803mm | 02F8263 77.96 @ 3051 ORO01 Orange | 22AWG | 7x30AWG | 1.651mm | 02F8246 214.27 
© 3053 BR005 Brown | 20AWG | 10x30AWG | 1.803mm | 02F8264 77.96 © 3053 BKO01 Black | 20AWG | 10x30AWG | 1.753mm | 02F8278 214.60 
© 3053 GROOS Green | 20AWG | 10x30AWG | 1.803mm | 02F8261 77.96 © 3053 GROO1 Green | 20AWG | 10x30AWG | 1.753mm | 86K9041 214.60 
© 3053 SLO05 Grey 20AWG | 10x30AWG | 1.803mm | 02F8266 77.96 @ 3053 OROO1 Orange | 20AWG | 10x30AWG | 1.753mm | 89K8166 214.60 
© 3053 OROO5 Orange | 20AWG | 10x30AWG | 1.803mm | 86K7244 77.96 @ 3053 RDOO1 Red 20AWG | 10x30AWG | 1.753mm | 02F8279 214.60 
@ 3053 VI005 Purple 20AWG | 10x30AWG | 1.803mm 89K8161 77.96 @ 3053 WHO01 White 20AWG | 10x30AWG | 1.753mm 02F8277 214.60 
@ 3055 WHO005 White 18AWG | 16x30AWG | 2.007mm | 85K9756 37.53 @ 3053 VI001 Purple | 20AWG | 10x30AWG 1.8mm 02F8286 214.60 
@ 3055 BKO05 Black 18AWG | 16x30AWG | 2.01mm 02F8297 91.30 © 3053 BLOO1 Blue 20AWG | 10x30AWG | 1.803mm | 02F8282 214.60 
© 3055 BLO05 Blue 18AWG | 16x30AWG | 2.01mm 86K9045 91.30 © 3053 BROO1 Brown | 20AWG | 10x30AWG | 1.803mm | 028283 272.10 
@ 3055 BROOS Brown | 18AWG | 16x30AWG | 2.01mm 85K9753 91.30 © 3053 SLO01 Grey 20AWG | 10x30AWG | 1.803mm | 89K8165 272.10 
© 3055 RD00S Red 18AWG | 16x30AWG | 2.01mm 02F8298 91.30 © 3053 YLO01 Yellow | 20AWG | 10x30AWG | 1.803mm | 86K7246 214.60 
© 3055 SLO05 Slate 18AWG | 16x30AWG | 2.01mm 02F8304 91.30 @ 3055 BKO01 Black 18sAWG | 16x30AWG | 2.01mm 86K7251 254.34 
@ 3055 YLO05 Yellow | 18AWG | 16x30AWG | 2.01mm 86K7250 91.30 @ 3055 BLOO1 Blue 18AWG | 16x30AWG | 2.01mm 86K9046 254.34 
@ 3055 ORO0S Orange | 18AWG | 16x30AWG | 2.032mm 02F8303 91.30 @ 3055 BROO1 Brown 18AWG | 16x30AWG 2.01mm 86K7252 254.34 
@ 3055 VI005 Purple | 18AWG | 16x30AWG | 2.032mm | 85K9754 91.30 © 3055 GROO1 Green | 18AWG | 16x30AWG | 2.01mm 02F8318 254.34 
© 3055 GRO05 Green | 18AWG | 16x30AWG | 2.07mm 02F8299 91.30 @ 3055 SLO01 Grey 18AWG | 16x30AWG | 2.01mm 86K7253 254.34 
© 3057 BKO05 Black 1eAWG | 26x30AWG | 2.34mm 02F8335 | 129.67 © 3055 ORO01 Orange | 18AWG | 16x30AWG | 2.01mm 02F8322 254.34 
© 3057 BLOO5 Blue 16AWG | 26x30AWG | 2.34mm 02F8339 | 129.67 © 3055 VI001 Purple | 18AWG | 16x30AWG | 2.01mm 02F8324 322.49 
© 3057 BROO5 Brown | 16AWG | 26x30AWG | 2.34mm 02F8340 | 129.67 @ 3055 RDO01 Red 18AWG | 16x30AWG | 2.01mm 02F8317 254.34 
© 3057 GRO0S Green | 16AWG | 26x30AWG | 2.34mm 02F8337 62.85 @ 3055 WHO001 White | 18AWG | 16x30AWG | 2.01mm 86K9047 254.34 
© 3057 SLO05 Grey 16AWG | 26x30AWG | 2.34mm 02F8342 | 129.67 © 3055 YLO01 Yelow | 18AWG | 16x30AWG | 2.01mm 85K9759 254.34 
© 3057 OROOS Orange | 16AWG | 26x30AWG | 2.34mm 02F8341 | 129.67 @ 3057 BKO01 Black 16AWG | 26x30AWG | 2.34mm 02F8354 379.62 
@ 3057 VI005 Purple 16AWG | 26x30AWG 2.34mm 02F8343 129.67 @ 3057 BLOO1 Blue 16AWG | 26x30AWG 2.34mm 89K8175 379.62 
© 3057 RDOOS Red 16AWG | 26x30AWG | 2.34mm 02F8336 | 129.67 © 3057 BROO1 Brown | 16AWG | 26x30AWG | 2.34mm 86K7256 379.62 
© 3057 WH005 White | 16AWG | 26x30AWG | 2.34mm 02F8334 88.63 © 3057 GROO1 Green | 16AWG | 26x30AWG | 234mm 02F8356 379.62 
@ 3057 YLO05 Yellow | 16AWG | 26x30AWG | 2.34mm 02F8338 | 129.67 © 3057 SLO01 Grey 16AWG | 26x30AWG | 2.34mm 85K9761 379.62 
1000 ft © 3057 OROO1 Orange | 16AWG | 26x30AWG | 234mm 02F8360 379.62 
© 3047 BKO01 Black 30AWG | 7x38AWG | 1.118mm | 92F9284 | 204.59 © 3057 VI001 Purple | 16AWG | 26x30AWG | 2.34mm 85K9762 379.62 
© 3047 OROO1 Orange | 30AWG | 7x38AWG | 1.118mm | 92F9287 | 204.59 © 3057 RD001 Red 1eAWG | 26x30AWG | 2.34mm 02F8355 379.62 
© 3047 VI001 Purple | 30AWG | 7x38AWG | 1.118mm | 92F9935 | 204.59 @ 3057 WHO01 White 1eAWG | 26x30AWG | 2.34mm 85K9769 379.62 
© 3047 RDOO1 Red 30AWG | 7x38AWG | 1.118mm | 92F9931 | 204.59 © 3057 YLO01 Yellow | 16AWG | 26x30AWG | 2.34mm 02F8357 379.62 
© 3047 WHO01 White | 30AWG | 7x38AWG | 1.118mm | 92F9289 | 204.59 pienrd 
© 3047 YLO01 Yellow | 30AWG | 7x38AWG | 1.118mm | 92F9937 | 204.59 _ 
© 3048 BKO01 Black | 28AWG | 7x36AWG 1.19mm 92F9291 17141 PVC INSULATION HOOK-UP WIRE 
© 3048 BLOO1 Blue 28aAwG | 7x36AWG | 1.194mm | 92F9939 | 171.11 Al h Wi 
© 3048 BROO1 Brown | 28AWG | 7x36AWG | 1.194mm | 92F9938 | 171.11 p avvire 
@ 3048 GROO1 Green | 28AWG | 7x36AWG | 1.194mm | 92F9294 | 174.11 cata acti 
© 3048 SLO01 Grey 28AwG | 7x36AWG | 1.194mm | 92F9940 | 171.11 aes Gee tinaian 
© 3048 OROO1 Orange | 28AWG | 7x36AWG | 1.194mm | 92F9297 | 471.14 ' aa Avaliable 
© 3048 RDOO1 Red 28AWG | 7x36AWG | 1.194mm |] 92F9299 | 171.14 A @ 
© 3048 WHOOt White | 28AWG | 7xS6AWG | 1.194mm | 92F9303_ | 171.11 © Stranded tinned copper conductor 105°C ULAWNM Style 1015, CSA TEW-105 
© 3048 YLO01 Yellow | 28AWG | 7x36AWG | 1.194mm | 92F9305 | 171.11 © PVC insulation © Rated: 600V, 105°C 
© 3049 BKO01 Black | 26AWG | 7x34AWG | 1.295mm | 92F6730 | 177.21 ; peda igen ee le site : Hebrides oe scl 
© 3049 BLOOT Blue | 26AWG | 7x34AWG | 1.295mm | 92F9312 | 177.21 ewe ee ese sheer 
© 3049 BROO1 Brown | 26AWG | 7x34AWG | 1.295mm | 92F9308 | 177.21 Fine 
© 3049 GROO1 Green | 26AWG | 7x34AWG | 1.295mm | 92F9310 | 177.21 Wire Evierial Spool 
@ 3049 SLOO1 Grey | 26AWG | 7x34AWG | 1.295mm | 92F9943 | 177.21 Mfg. Part No. Color Size Stranding | Diameter | StockNo. | 1-4+ 
© 3049 OROO1 Orange | 26AWG | 7x34AWG | 1.295mm | 92F9314 | 177.21 100 ft 
© 3049 Vi001 Purple | 26AWG | 7x34AWG | 1.295mm | 92-9945 | 177.21 @ 3070 BKO05 Black | 24AWG | 7x32AWG | 2.235mm | 92F9983 61.50 
© 3049 RDOO1 Red 26aAwG | 7x34AWG | 1.295mm | 92F6734 177.21 © 3070 100 LBL Blue 24awG | 7x32AWG | 2.235mm | 92F9987 61.50 
© 3049 WHO01 White | 26AwWG | 7x34AWG | 1.295mm | 92F7621 177.21 @ 3070 BROO5 Brown | 24AWG | 7x32AWG | 2.235mm | 92F9984 61.50 
© 3049 YLO01 Yellow | 26AWG | 7x34AWG | 1.295mm | 92F9317 | 177.21 @ 3070 GRO05 Green | 24AWG | 7x32AWG | 2.235mm | 92F9985 61.50 
© 3050 V1001 Purple | 24AWG | 7x32AWG | 1.422mm | 89K8145 | 194.46 © 3070 OROOS Orange | 24AWG | 7x32AWG | 2.235mm | 89K8184 61.50 
© 3050 RDOO1 Red 24awG | 7x32AWG | 1.422mm | 02F8203 | 194.46 © 3070 VI005 Purple | 24AWG | 7x32AWG | 2.235mm | 92F9992 35.38 
@ 3050 WHO001 White 24AWG 7x32AWG 1.422mm 89K8151 194.46 @ 3070 RD005 Red 24AWG 7x32AWG 2.235mm 92F9329 61.50 
© 3050 BKO01 Black | 24AWG | 7x32AWG | 1.448mm | 02F8202 | 194.46 @ 3070 WHO05 White | 24awG | 7x32AWG | 2.235mm | 92F9994 61.50 
© 3050 BLOO1 Blue 24awWG | 7x32AWG | 1448mm | 989K8144 | 194.46 © 3070 YLO05 Yellow | 24AWG | 7x32AWG | 2.235mm | 92F9995 61.50 
© 3050 BROO1 Brown | 24AWG | 7x32AWG | 1.448mm | 02-8207 | 194.46 © 3071 BKO05 Black | 22AWG | 7x30AWG | 2.388mm | 86K7258 37.70 
@ 3050 GRO01 Green 24AWG 7x32AWG 1.448mm 02F8204 194.46 @ 3071 BLOOS Blue 22AWG 7x30AWG 2.388mm 02F8377 65.54 
© 3050 SLO01 Grey 24AWG | 7x32AWG | 1.448mm | 86K9033 | 194.46 @ 3071 BROO5 Brown | 22AWG | 7x30AWG | 2.388mm | 02F8378 65.54 
@ 3050 OROO1 Orange | 24AWG | 7x32AWG | 1.448mm | 02F8208 | 194.46 © 3071 GRO05 Green | 22AWG | 7x30AWG | 2.388mm | 85K9774 65.54 
> CONTINUED > > CONTINUED > 


602 4Goonline or call for non-compliant or 2 ROHS Compliant products. See page 2 


WIRE & CABLE 
HOOK-UP WIRE 


PVC INSULATION HOOK-UP WIRE (CONT.) PVC INSULATION HOOK-UP WIRE (CONT.) 
Price per Price per 
Wire External Spool Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
100 ft 1000 ft 
@ 3071 SLO0S Grey 22AWG | 7x30AWG | 2.388mm 02F8380 65.54 @ 3071 RDOO1 Red 22AWG | 7x30AWG 2.388mm 85K9773 246.22 
@ 3071 ORO05 Orange | 22AWG | 7x30AWG | 2.388mm 02F8379 37.70 @ 3071 WHO01 White 22AWG | 7x30AWG 2.388mm 85K9775 246.22 
@ 3071 VI005 Purple | 22AWG | 7x30AWG | 2.388mm 02F8381 65.54 @ 3071 YLOO1 Yellow | 22AWG | 7x30AWG 2.388mm 89K8189 246.22 
@ 3071 RD005 Red 22AWG | 7x30AWG | 2.388mm | 89K8187 37.70 @ 3073 BKO01 Black 20AWG | 10x30AWG 2.54mm 02F8404 244.89 
@ 3071 WHO05 White 22AWG | 7x30AWG | 2.388mm 02F8372 37.70 @ 3073 BLOO1 Blue 20AWG | 10x30AWG 2.54mm 02F8408 310.51 
@ 3071-100 YEL Yellow | 22AWG | 7x30AWG | 2.388mm | 02F8376 65.54 @ 3073 BROO1 Brown | 20AWG | 10x30AWG 2.54mm 86K7262 244.89 
@ 3073 BKO05 Black 20AWG | 10x30AWG | 254mm 02F8394 81.38 @ 3073 GROO1 Green 20AWG | 10x30AWG 2.54mm 02F8406 310.51 
@ 3073 BLOOS Blue 20AWG | 10x30AWG | 254mm 02F8398 81.38 © 3073 SLO01 Grey 20AWG | 10x30AWG 2.54mm 02F8411 310.51 
@ 3073 BROS Brown | 20AWG | 10x30AWG | 254mm 02F8399 81.38 @ 3073 ORO01 Orange | 20AWG | 10x30AWG 2.54mm 02F8410 310.51 
@ 3073 GR005S Green 20AWG 10x30AWG 2.54mm 02F8396 81.38 @ 3073 VI001 Purple 20AWG 10x30AWG 2.54mm 86K7263 310.51 
@ 3073 SLO0S Grey 20AWG | 10x30AWG | 254mm 89K8190 81.38 @ 3073 RDOO1 Red 20AWG | 10x30AWG 2.54mm 02F8405 244.89 
© 3073 VI005 Purple | 20AWG | 10x30AWG | 2.54mm 02F8402 81.38 © 3073 YLO01 Yellow | 20AWG | 10x30AWG 2.54mm 02F8407 244.89 
@ 3073 RDO0S Red 20AWG | 10x30AWG | 2.54mm 85K9776 67.61 @ 3073 WHO01 White 20AWG | 10x30AWG | 2.565mm 02F8403 310.51 
@ 3073 YLO05 Yellow | 20AWG | 10x30AWG | 2.54mm 86K7261 81.38 @ 3075 BLOO1 Blue 18AWG | 16x30AWG | 2.819mm 02F8429 324.56 
@ 3073 WHO05 White 20AWG | 10x30AWG | 2.565mm | 86K7260 42.76 @ 3075 WHO01 White 18AWG | 16x30AWG | 2.819mm 02F8424 324.56 
@ 3073 ORO0S Orange | 20AWG | 10x30AWG 2.57mm 02F8400 81.38 @ 3075 BKOO1 Black 18AWG | 16x30AWG | 2.845mm 02F8425 324.56 
@ 3075 SLO0S Grey 18AWG | 16x30AWG | 2.819mm 02F8422 | 111.81 @ 3075 BROO1 Brown 18AWG | 16x30AWG | 2.845mm 85K9777 324.56 
@ 3075 WH00S White 18AWG | 16x30AWG | 2.819mm | 02F8414 | 111.81 @ 3075 GRO01 Green 18AWG | 16x30AWG | 2.845mm 02F8427 324.56 
© 3075 BK005 Black 18AWG | 16x30AWG | 282mm 86K7264 | 111.81 @ 3075 OROO1 Orange | 18AWG | 16x30AWG | 2.845mm 02F8431 324.56 
© 3075 BLOO5 Blue 18AWG | 16x30AWG | 282mm 86K9056 | 111.81 @ 3075 V1001 Purple | 18AWG | 16x30AWG | 2.845mm 02F8433 324.56 
@ 3075 BROOS Brown | 18AWG | 16x30AWG | 282mm 02F8420 | 111.81 @ 3075 RDO01 Red 18AWG | 16x30AWG | 2.845mm 02F8426 324.56 
@ 3075 RD005 Red 18AWG | 16x30AWG | 282mm 02F8416 =| 111.81 © 3075 SLO01 Slate 18AWG | 16x30AWG | 2.845mm 02F8432 324.56 
© 3075 GRO0S Green | 18AWG | 16x30AWG | 2.845mm | 86K9057 76.43 @ 3075 YLO01 Yellow | 18AWG | 16x30AWG | 2.845mm 02F8428 324.56 
@ 3075 OROOS Orange | 18AWG | 16x30AWG | 2.845mm 02F8421 111.81 @ 3077 BK001 Black 16AWG | 26x30AWG 3.15mm 02F8445 468.59 
@ 3075 VI005 Purple | 18AWG | 16x30AWG | 2.845mm 02F8423 | 1114.81 @ 3077 BLOO1 Blue 16AWG | 26x30AWG 3.15mm 02F8449 468.59 
@ 3075 YLO05 Yellow | 18AWG | 16x30AWG | 2.845mm 02F8418 | 1114.81 @ 3077 BROO1 Brown 16AWG | 26x30AWG 3.15mm 02F8450 468.59 
© 3077 BK005 Black 16AWG | 26x30AWG | 3.15mm 02F8435 82.55 © 3077 GROO1 Green 16AWG | 26x30AWG 3.15mm 02F8447 468.59 
© 3077 BLO05 Blue 16AWG | 26x30AWG | 3.15mm 89K8191 82.55 @ 3077 OROO1 Orange | 16AWG | 26x30AWG 3.15mm 02F8451 468.59 
© 3077 BROO5 Brown | 16AWG | 26x30AWG | 3.15mm 02F8440 82.55 © 3077 VI001 Purple | 16AWG | 26x30AWG 3.15mm 85K9779 468.59 
© 3077 GRO0S Green | 16AWG | 26x30AWG | 3.15mm 02F8437 82.55 @ 3077 RDO01 Red 16AWG | 26x30AWG 3.15mm 02F8446 468.59 
© 3077 OR005 Orange | 16AWG | 26x30AWG | 3.15mm 02F8441 82.55 © 3077 SLO01 Slate 16AWG | 26x30AWG 3.15mm 02F8452 468.59 
@ 3077 VI005 Purple | 16AWG | 26x30AWG | 3.15mm 02F8443 82.55 @ 3077 WHO001 White 16AWG | 26x30AWG 3.15mm 85K9780 468.59 
© 3077 RDO05S Red 16AWG | 26x30AWG | 3.15mm 86K7265 82.55 @ 3077 YLO01 Yellow | 16AWG | 26x30AWG 3.15mm 02F8448 468.59 
© 3077 SLO05 Slate 16AWG | 26x30AWG | 3.15mm 02F8442 96.58 @ 3079 BROO1 Brown 14AWG | 41x30AWG | 3.404mm 02F8470 5ST6 
© 3077 WH005 White 16AWG | 26x30AWG | 3.15mm 96K2362 82.55 @ 3079 GROO1 Green 14AWG | 41x30AWG | 3.404mm 85K9782 BST6 
@ 3077 YLO05 Yellow | 16AWG | 26x30AWG | 3.15mm 02F8438 96.58 © 3079 SLO01 Grey 14AWG | 41x30AWG | 3.404mm 85K9783 557.76 
@ 3079 BK005 Black 14AWG | 41x30AWG | 3.505mm 02F8455 | 110.47 @ 3079 OROO1 Orange | 14AWG | 41x30AWG | 3.404mm 85K9784 557.76 
© 3079 BLO05 Blue 14AWG | 41x30AWG | 3.505mm 02F8459 | 110.47 @ 3079 RDOO1 Red 14AWG | 41x30AWG | 3.404mm 02F8466 557.76 
© 3079 GR005 Green | 14AWG | 41x30AWG | 3.505mm 02F8457 | 110.47 © 3079 YLO01 Yellow | 14AWG | 41x30AWG | 3.404mm 02F8468 557.76 
@ 3079 OR00S Orange | 14AWG | 41x30AWG | 3.505mm 02F8461 | 110.47 © 3079 BKO01 Black 14AWG | 41x30AWG | 3.505mm 02F8465 557.76 
@ 3079 VI005 Purple | 14AWG | 41x30AWG | 3.505mm | 06M3935 | 129.24 @ 3079 WHO001 White 14AWG | 41x30AWG | 3.505mm 02F8464 557.76 
© 3079 RDO0S Red 14AWG | 41x30AWG | 3.505mm 02F8456 | 110.47 @ 3079 BLOO1 Blue 14AWG | 41x30AWG 3.51mm 02F8469 BST6 
@ 3079 SLO0S Slate 14AWG | 41x30AWG | 3.505mm 85K9781 129.24 @ 3080 BK001 Black 12AWG | 65x30AWG | 3.988mm 92F6737 | 1233.71 
@ 3079 YLO05 Yellow | 14AWG | 41x30AWG | 3.505mm 02F8458 =| 110.47 @ 3080 BLOO1 Blue 12AWG | 65x30AWG | 3.988mm 1039938 | 1233.71 
@ 3079 BROO5 Brown | 14AWG | 41x30AWG | 3.51mm 02F8460 | 110.47 @ 3080 RD001 Red 12AWG | 65x30AWG | 3.988mm 92F9337 | 1233.71 
© 3079 WH005 White 14AWG | 41x30AWG | 3.51mm 89K8192_ | 110.47 @ 3080 WHO001 White 12AWG | 65x30AWG | 3.988mm 04F9041 | 1233.71 
© 3080 BK005 Black 12AWG | 65x30AWG | 3.988mm 92F7627 | 216.71 @ 3080 YLO01 Yelow | 12AWG | 65x30AWG | 3.988mm 85K9788 | 1233.71 
@ 3080 BLO05 Blue 12AWG | 65x30AWG | 3.988mm | 8305794 | 216.71 © 3080 BROO1 Brown 12AWG | 65x30AWG | 4.115mm 85K9786 | 1233.71 
© 3080 BROO5 Brown | 12AWG | 65x30AWG | 3.988mm | 92C3080 | 974.78 © 3080 GR001 Green 12AWG | 65x30AWG | 4.115mm 92F9335 | 1233.71 
@ 3080 ORO05 Orange | 12AWG | 65x30AWG | 3.988mm | 07H4284 | 274.78 @ 3080 ORO01 Orange | 12AWG | 65x30AWG | 4.115mm 85K9787 | 1233.71 
@ 3080 RDO0S Red 12AWG | 65x30AWG | 3.988mm 92F9336 | 216.71 PIM. 60075 
@ 3080 SLO0S Slate 12AWG | 65x30AWG | 3.988mm | 8902406 | 274.78 : 
@ 3080 WHO005 White 12AWG | 65x30AWG | 3.988mm | 86K9058 | 216.71 PVC INSULATION HOOK-UP WIRE — MIL-DTL- 
@ 3080 YLO05 Yellow | 12AWG | 65x30AWG | 3.988mm | 94C1773 | 274.78 16878E/1 Al h Wi 
@ 3080 GRO05 Green | 12AWG | 65x30AWG | 3.99mm 92F9334 | 216.71 p avvire 
1000 ft Cables you trust. Service you deserve. 
@ 3070 BKO01 Black | 24AWG | 7x32AWG | 2.235mm | 92F9326 | 228.19 —————————— ; epi ed 
@ 3070 GRO01 Green | 24AWG | 7x32AWG | 2.235mm 92F9986 | 228.19 ; - < Available 
© 3070 SLOO1 Grey | 24AWG | 7x32AWG | 2.235mm | 89K8183 | 298,19 it ala bb Lele ream iets lead 1 
@ 3070 ORO01 Orange | 24AWG 7x32AWG 2.235mm 86K9052_ | 228.19 © Insulation thickness: 0.010” (0.254) © Sold in 100’ and 1000’ spools 
@ 3070 VI001 Purple | 24AWG | 7x32AWG | 2.235mm | 86K9053 | 228.19 © Rated 600V, 105°C 
@ 3070 RDO01 Red 24AWG | 7x32AWG | 2.235mm | 89K8185 | 298.19 Price per 
@ 3070 WHO01 White 24AWG | 7x32AWG | 2.235mm 92F9331 | 298.19 Wire External |__Spool 
© 3070 YLO01 Yellow 24AWG 7x32AWG 2.235mm 89K8186 228.19 Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
© 3071 BKOO1 Black | 22AWG | 7x30AWG | 2.388mm | 86K9054 | 246.22 100 ft 
207118007 Blue DAWG | 7x30AWG ) 2.388mm | 89K8188 | o40.9 @ 1850 BLOOS Blue 32AWG | 7x40AWG 0.711mm 02F7413_—_| 122.60 
© 3071 BROOt Brown | 22AWG | 7x30AWG 1 2.388mm | 86K7259 | 40.99 @ 1850 GRO05 Green | 32AWG | 7x40AWG 0.741mm 02F7411 | 122.60 
@ 3071 GROO1 Green | 22AWG | 7x30AWG | 2388mm | 028386 | 246.22 S1S50RD00S Red | S2AWG | 7TA0AWG | O.7\\mm | RRESRSESSME RIZZISY 
©3071 S001 Grey DAWG | 7xa0AWG 1 2.388mm 02F8301 | o40.9 @ 1850 BKO05 Black 32AWG | 7x40AWG 0.74mm 89K8062 | 122.60 
we an70R001 Orange | 22AWG | 7x30AWG | 2.388mm | 88K9772 | 46.22 @ 1851 BKO05 Black 30AWG | 7x38AWG 0.813mm 02F6943_—| 100,62 
© 3071 vioo1 Purple | 22AwG | 7xa0awe | 238mm | 85K9774 | 246.99 @ 1851 BLOOS Blue 30AWG | 7x38AWG 0.813mm 02F6947 ‘| 100.62 
> CONTINUED > > CONTINUED > 
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HOOK-UP WIRE 


PVC INSULATION HOOK-UP WIRE — MIL-DTL-16878E/1 (CONT.) PVC INSULATION HOOK-UP WIRE — MIL-DTL-16878E/1 (CONT.) 
Price per Price per 
Wire External Spool Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
100 ft 100 ft 
@ 1851 GRO05 Green | 30AWG | 7x38AWG | 0.813mm | 02F6945 | 100.62 @ 1856 WHO05 White | 20AWG | 7x28AWG | 1.473mm | 02F7132 82.10 
@ 1851 RDO0S Red 30AWG | 7x38AWG | 0.813mm | 02F6944 | 100.62 @ 1856 YLOO5 Yellow | 20AWG | 7x28AWG | 1.473mm | 02F7136 82.10 
@ 1851 WH005 White | 30AWG | 7x38AWG | 0.813mm | 88K2115 | 100.62 @ 1856/19 BKO05 Black | 20AWG | 19x32AWG | 1.473mm | 02F8611 427.17 
@ 1851 YLO05 Yellow | 30AWG | 7x38AWG | 0.813mm | 02F6946 | 100.62 @ 1856/19 BLOOS Blue 20AWG | 19x32AWG | 1.473mm | 02F8615 | 127.17 
@ 1852 GRO05 Green | 28AWG | 7x36AWG | 0.864mm | 02F6983 | 26.58 @ 1856/19 BROOS Brown | 20AWG | 19x32AWG | 1.473mm | 02F8616 | 127.17 
@ 1852 SLO05 Grey 28AWG | 7x36AWG | 0.864mm | 02F6988 | 60.10 @ 1856/19 GRO05S Green | 20AWG | 19x32AWG | 1.473mm | 02F8613 | 127.17 
@ 1852 VI005 Purple | 28AWG | 7x36AWG | 0.864mm | 02F6989 | 60.10 @ 1856/19 SLOOS Grey 20AWG | 19x32AWG | 1.473mm | 02F8618 | 127.17 
@ 1852 YLO05 Yellow | 28AWG | 7x36AWG | 0.864mm | 02F6984 | 60.10 @ 1856/19 OROOS Orange | 20AWG | 19x32AWG | 1.473mm | 02F8617 | 127.17 
@ 1852 BKO05 Black | 28AWG | 7x36AWG | 0.889mm | 02F6981 60.10 @ 1856/19 VI005 Purple | 20AWG | 19x32AWG | 1.473mm | 86K6738 | 127.17 
@ 1852 RDO0S Red 28AWG | 7x36AWG | 0.889mm | 02F6982 | 60.10 @ 1856/19 RDOOS Red 20AWG | 19x32AWG | 1.473mm | 02F8612 | 127.17 
@ 1852 WHO005 White | 28AWG | 7x36AWG | 0.889mm | 88K2116 | 60.10 @ 1856/19 YLO05 Yellow | 20AWG | 19x32AWG | 1.473mm | 02F8614 | 127.17 
@ 1852 BLOOS Blue 28AWG | 7x36AWG 0.89mm 02F6985 | 60.10 @ 1856/19 WHO0S White | 20AWG | 19x32AWG | 1.524mm | 86K9007 | 127.17 
@ 1852 BROOS Brown | 28AWG | 7x36AWG 0.89mm 02F6986 | 60.10 @ 1857 BKO05 Black 18AWG | 7x26AWG | 1.727mm | 02F7328 97.69 
@ 1852 ORO05 Orange | 28AWG | 7x36AWG 0.89mm 02F6987 | 60.10 @ 1857 BLOOS Blue 18AWG | 7x26AWG | 1.727mm | 02F7332 97.69 
@ 1853 BROOS Brown | 26AWG | 7x34AWG | 0.965mm | 86K6728 | 60.10 @ 1857 BROOS Brown | 18AWG | 7x26AWG | 1.727mm | 02F7333 97.69 
@ 1853 GRO0S Green | 26AWG | 7x34AWG | 0.965mm | 89K8067 | 60.10 @ 1857 GRO05S Green | 18AWG | 7x26AWG 1.727mm 02F7330 97.69 
@ 1853 SLO0S Grey 26AWG | 7x34AWG | 0.965mm | 06M3887 | 60.10 @ 1857 SLO05S Grey 18AWG | 7x26AWG | 1.727mm | 02F7335 97.69 
@ 1853 ORO05 Orange | 26AWG | 7x34AWG | 0.965mm | 06M3888 | 60.10 @ 1857 ORO0S Orange | 18AWG | 7x26AWG | 1.727mm | 02F7334 97.69 
@ 1853 VI005 Purple | 26AWG | 7x34AWG | 0.965mm | 06M3889 | 60.10 @ 1857 VI005 Purple | 18AWG | 7x26AWG | 1.727mm | 02F7336 97.69 
@ 1853 YLO05 Yellow | 26AWG | 7x34AWG | 0.965mm | 06M3891 | 60.10 @ 1857 RDO0S Red 18AWG | 7x26AWG | 1.727mm | 02F7329 97.69 
@ 1853 BK005 Black | 26AWG | 7x34AWG | 0.991mm | 02F7019 | 49.93 @ 1857 WHO005 White | 18AWG | 7x26AWG | 1.727mm | 02F7327 66.78 
@ 1853 BLOO5 Blue 26AWG | 7x34AWG | 0.991mm | 02F7023 | 60.10 @ 1857 YLO05 Yelow | 18AWG | 7x26AWG | 1.727mm | 02F7331 97.69 
@ 1853 RD005 Red 26AWG | 7x34AWG | 0.991mm | 02F7020 | 49.93 @ 1857/19 BKOO5 Black 18AWG | 19x30AWG | 1.727mm | 02F8649 | 126.51 
@ 1853 WH005 White | 26AWG | 7x34AWG | 0.991mm | 02F7018 | 60.10 @ 1857/19 BLOO5 Blue 18AWG | 19x30AWG | 1.727mm | 02F8653 | 426.51 
@ 1854 BLOOS Blue 24AWG | 7x32AWG | 1.092mm | 02F7061 61.21 @ 1857/19 BROOS Brown | 18AWG | 19x30AWG | 1.727mm | 86K6742 | 126.51 
@ 1854 BROO5 Brown | 24AWG | 7x32AWG | 1.092mm | 02F7062 | 61.21 @ 1857/19 GROOS Green | 18AWG | 19x30AWG | 1.727mm | 86K9008 | 126.51 
@ 1854 GRO05 Green | 24AWG | 7x32AWG | 1.092mm | 02F7059 | 61.21 @ 1857/19 SLOO5 Grey 18AWG | 19x30AWG | 1.727mm | 02F8656 | 126.51 
@ 1854 SLO05 Grey 24AWG | 7x32AWG | 1.092mm | 02F7064 | 61.21 @ 1857/19 OROOS Orange | 18AWG | 19x30AWG | 1.727mm | 02F8655 | 126.51 
@ 1854 ORO05 Orange | 24AWG | 7x32AWG | 1.092mm | 02F7063 | 61.21 @ 1857/19 VI005 Purple | 18AWG | 19x30AWG | 1.727mm | 02F8657 | 126.51 
@ 1854 VI005 Purple | 24AWG | 7x32AWG | 1.092mm | 02F7065 | 61.21 @ 1857/19 RDOOS Red 18AWG | 19x30AWG | 1.727mm | 02F8650 | 126.51 
@ 1854 YLOO5 Yellow | 24AWG | 7x32AWG | 1.092mm | 02F7060 | 61.21 @ 1857/19 YLO05 Yellow | 18AWG | 19x30AWG | 1.727mm | 02F8652 | 126.51 
@ 1854 WH005 White | 24AWG | 7x32AWG | 1.118mm | 02F7056 | 61.21 @ 1857/19 WHO05 White | 18AWG | 19x30AWG | 1.778mm | 02F8648 | 126.51 
@ 1854 BK005 Black | 24AWG | 7x32AWG 1.42mm 02F7057 | 61.21 @ 1858/19 RDO0S Red 16AWG | 19x29AWG | 1.93mm 02F7367 | 102.42 
@ 1854 RDO05 Red 24AWG | 7x32AWG 1.12mm 02F7058 | 61.21 @ 1858/19 WHO05 White | 16AWG | 19x29AWG | 1.93mm 85K9666 | 102.42 
@ 1854/19 BKO05 Black | 24AWG | 19x36AWG | 1.092mm | 02F8535 | 98.24 @ 1858/19 BKO05 Black | 16AWG | 19x29AWG | 1.956mm | 02F7366 | 102.42 
@ 1854/19 BLOOS Blue 24AWG | 19x36AWG | 1.092mm | 02F8539 | 75.80 @ 1858/19 BLOOS Blue 16AWG | 19x29AWG | 1.956mm | 02F7370 | 102.42 
@ 1854/19 BROOS Brown | 24AWG | 19x36AWG | 1.092mm | 02F8540 | 98.24 @ 1858/19 BRO05 Brown | 16AWG | 19x29AWG | 1.956mm | 02F7371 | 102.42 
@ 1854/19 GROO5 Green | 24AWG | 19x36AWG | 1.092mm | 02F8537 | 98.24 @ 1858/19 GRO05 Green | 16AWG | 19x29AWG | 1.956mm | 02F7368 | 102.42 
@ 1854/19 SLOOS Grey 24AWG | 19x36AWG | 1.092mm | 02F8542 | 98.24 @ 1858/19 SLO05 Grey 16AWG | 19x29AWG | 1.956mm | 88K2118 | 102.42 
@ 1854/19 OROOS Orange | 24AWG | 19x36AWG | 1.092mm | 02F8541 | 98.24 @ 1858/19 OROO5 Orange | 16AWG | 19x29AWG | 1.956mm | 02F7372 | 102.42 
@ 1854/19 VI005 Purple | 24AWG | 19x36AWG | 1.092mm | 02F8543 | 98.24 @ 1858/19 V1005 Purple | 16AWG | 19x29AWG | 1.956mm | 02F7374 | 4102.42 
@ 1854/19 RDO05 Red 24AWG | 19x36AWG | 1.092mm | 02F8536 | 98.24 @ 1858/19 YLO05 Yellow | 16AWG | 19x29AWG | 1.956mm | 02F7369 | 102.42 
@ 1854/19 YLO05 Yellow | 24AWG | 19x36AWG | 1.092mm | 02F8538 | 98.24 @ 1859/19 BKO05 Black | 14AWG | 19x27AWG | 2.311mm | 02F8687 | 169.07 
@ 1854/19 WHO0S White | 24AWG | 19x36AWG | 1.143mm | 02F8534 | 98.24 @ 1859/19 BLOO5 Blue 14AWG | 19x27AWG | 2.311mm | 02F8691 | 169.07 
@ 1855 BKO05 Black | 22AWG | 7x30AWG 1.27mm 89K8080 | 65.61 @ 1859/19 BROOS Brown | 14AWG | 19x27AWG | 2.311mm | 02F8692 | 169.07 
@ 1855 BLOO5 Blue 22AWG | 7x30AWG 1.27mm 02F7099 | 65.61 @ 1859/19 GROOS Green | 14AWG | 19x27AWG | 2.311mm | 86K6745 | 169.07 
@ 1855 BROO5 Brown | 22AWG | 7x30AWG 1.27mm 02F7100 | 65.61 @ 1859/19 SLOOS Grey 14AWG | 19x27AWG | 2.311mm | 89K8104 | 169.07 
@ 1855 GR005 Green | 22AWG | 7x30AWG 1.27mm 02F7097 | 65.61 @ 1859/19 OROOS Orange | 14AWG | 19x27AWG | 2.311mm | 02F8693 | 469,07 
@ 1855 SLO05S Grey 22AWG | 7x30AWG 1.27mm 02F7102 | 65.61 @ 1859/19 VI005 Purple | 14AWG | 19x27AWG | 2.311mm | 02F8695 | 169.07 
@ 1855 OROOS Orange | 22AWG | 7x30AWG 1.27mm 02F7101 65.61 @ 1859/19 RDOOS Red 14AWG | 19x27AWG | 2.311mm | 02F8688 | 169.07 
@ 1855 VI005 Purple | 22AWG | 7x30AWG 1.27mm 02F7103 | 65.61 @ 1859/19 WHO05 White | 14AWG | 19x27AWG | 2.311mm | 02F8686 | 169.07 
@ 1855 RD005 Red 22AWG | 7x30AWG 1.27mm 02F7096 | 65.61 @ 1859/19 YLO05 Yellow | 14AWG | 19x27AWG | 2.311mm | 02F8690 | 169.07 
@ 1855 WHO05 White | 22AWG | 7x30AWG 1.27mm 02F7094 | 65.61 1000 ft 
@ 1855 YLO05 Yellow | 22AWG | 7x30AWG 1.27mm 02F7098 | 65.61 @ 1850 BKO01 Black | 32AWG | 7x40AWG | 0.711mm | 02F7428 | 330.79 
@ 1855/19 BKO05 Black | 22AWG | 19x34AWG | 1.27mm 02F8573_| 128.62 @ 1850 BLOO1 Blue 32AWG | 7x40AWG | 0.711mm | 86K6727 | 330.79 
@ 1855/19 BLOOS Blue 22AWG | 19x34AWG | 1.27mm 02F8577_ | 128.62 @ 1850 GR001 Green | 32AWG | 7x40AWG | 0.711mm | 02F7430 | 330.79 
@ 1855/19 BROOS Brown | 22AWG | 19x34AWG | 1.27mm 02F8578 | 128.62 @ 1850 RDOO1 Red 32AWG | 7x40AWG | 0.711mm | 02F7429 | 330.79 
@ 1855/19 GROOS Green | 22AWG | 19x34AWG | 1.27mm 89K8082 | 128.62 @ 1850 WH001 White | 32AWG | 7x40AWG | 0.737mm | 02F7427 | 176.57 
@ 1855/19 SLOOS Grey 22AWG | 19x34AWG | 1.27mm 02F8580 | 128.62 @ 1851 BKO01 Black | 30AWG | 7x38AWG | 0.813mm | 02F6962 | 255.43 
@ 1855/19 OROOS Orange | 22AWG | 19x34AWG | 1.27mm 02F8579 | 128.62 @ 1851 BLOO1 Blue 30AWG | 7x38AWG | 0.813mm | 02F6966 | 255.43 
@ 1855/19 RDOOS Red 22AWG | 19x34AWG | 1.27mm 02F8574 | 128.62 @ 1851 GROO1 Green | 30AWG | 7x38AWG | 0.813mm | 02F6964 | 255.43 
@ 1855/19 YLOOS Yellow | 22AWG | 19x34AWG | 1.27mm 06M3896 | 128.62 @ 1851 RDOO1 Red 30AWG | 7x38AWG | 0.813mm | 02F6963 | 255.43 
@ 1855/19 WH005 White | 22AWG | 19x34AWG | 1.321mm 02F8572 | 128.62 @ 1851 WHO01 White | 30AWG | 7x38AWG | 0.813mm 02F6964 255.43 
@ 1856 BKO05 Black | 20AWG | 7x28AWG | 1.473mm | 02F7133 | 82.10 @ 1851 YLO01 Yellow | 30AWG | 7x38AWG | 0.813mm | 89K8064 | 255.43 
@ 1856 BLOOS Blue 20AWG | 7x28AWG | 1.473mm | 02F7137 | 82.10 @ 1852 BLOO1 Blue 28AWG | 7x36AWG | 0.864mm | 85K9636 | 201.02 
@ 1856 BROS Brown | 20AWG | 7x28AWG | 1.473mm | 02F7138 | 82.10 @ 1852 BR001 Brown | 28AWG | 7x36AWG | 0.864mm | 89K8065 | 201.02 
@ 1856 GRO05 Green | 20AWG | 7x28AWG | 1.473mm | 89K8089 | 82.10 @ 1852 GROO1 Green | 28AWG | 7x36AWG | 0.864mm | 02F7002 | 201.02 
@ 1856 SLO0S Grey 20AWG | 7x28AWG | 1.473mm | 02F7140 | 82.10 @ 1852 SLOO1 Grey 28AWG | 7x36AWG | 0.864mm | 85K9637 | 201.02 
@ 1856 OR00S Orange | 20AWG | 7x28AWG | 1.473mm | 02F7139 | 82.10 @ 1852 ORO01 Orange | 28AWG | 7x36AWG | 0.864mm | 85K9638 | 201.02 
@ 1856 VI005 Purple | 20AWG | 7x28AWG | 1.473mm | 02F7141 82.10 @ 1852 RDO01 Red 28AWG | 7x36AWG | 0.864mm | 02F7001 | 201.02 
@ 1856 RD005 Red 20AWG | 7x28AWG 1.473mm_ | 10M5340_ | 82.10 @ 1852 YLO01 Yellow | 28AWG | 7x36AWG | 0.864mm 02F7003 | 201.02 
> CONTINUED > > CONTINUED > 
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WIRE & CABLE 
HOOK-UP WIRE 


PVC INSULATION HOOK-UP WIRE — MIL-DTL-16878E/1 (CONT.) PVC INSULATION HOOK-UP WIRE — MIL-DTL-16878E/1 (CONT.) 
Price per Price per 
Wire External Spool Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
1000 ft 1000 ft 
@ 1852 BKO01 Black | 28AWG | 7x36AWG | 0.889mm | 02F7000 | 201.02 @ 1856/19 WHO01 White | 20AWG | 19x32AWG | 1.524mm | 02F8629 | 311.95 
@ 1852 WHO01 White | 28AWG | 7x36AWG | 0.889mm | 85K9639 | 201.02 @ 1857 BKOO1 Black | 18AWG | 7x26AWG | 1.727mm | 85K9659 | 320.94 
@ 1853 BK001 Black 26AWG Tx34AWG 0.991mm 89K8068 216.75 @ 1857 BRO01 Brown 18AWG 7x26AWG 1.727mm 02F7352 320.94 
@ 1853 BLOO1 Blue | 26AWG | 7x34AWG | 0.99Imm | 02F7042 | 216.75 © 1857 GROO1 Green | 18AWG | 7x26AWG | 1.727mm | 02F7349 | 320.94 
@ 1853 BROO1 Brown | 26AWG | 7x34AWG | 0.991mm | 02F7043 | 216.75 © 1857 SLO01 Grey | 18AWG | 7x26AWG | 1.727mm | 02F7354 | 320.94 
@ 1853 GROO1 Green | 26AWG | 7x34AWG | 0.991mm | 02F7040 | 216.75 © 1857 OROO1 Orange | 18AWG | 7x26AWG | 1.727mm | 02F7353 | 320.94 
@ 1853 SLOO1 Grey | 26AWG | 7x34AWG | 0.991mm | 02F7045 | 216.75 © 1857 Vi001 Purple | 18AWG | 7x26AWG | 1.727mm | 02F7355 | 320.94 
@ 1853 OROO1 Orange | 26AWG | 7x34AWG | 0.99Imm | 06M3892 | 216.75 @ 1857 RDOO1 Red | 18AWG | 7x26AWG | 1.727mm | 02F7348 | 320.94 
@ 1853 VI001 Purple | 26AWG | 7x34AWG | 0.991mm | 86K6729 216.75 @ 1857 WHO01 White 18AWG | 7x26AWG 1.727mm | 86K6741 320.94 
@ 1853 RDO01 Red | 26AWG | 7x34AWG | 0.991mm | 02F7039 | 216.75 @ 1857 YLO01 Yellow | 18AWG | 7x26AWG | 1.727mm | 02F7350 | 320.94 
© 1853 WHO01 White | 26AWG | 7x34AWG | 0.991mm | 02F7037 | 216,75 @ 1857 BLOO1 Bue | 1eAWG | 7x26AWG | 1.73mm | 02F7351 | 320.94 
@ 1853 YLO01 Yellow | 26AWG | 7x34AWG | 0.991mm | 02F7041 | 216,75 @ 1857/19 GROO1 Green | 18AWG | 19x30AWG | 1.727mm | 02F8670 | 341.12 
© 1854 BKO01 Black | 24AWG | 7x32AWG | 1.092mm | 02F7076 | 203.52 @ 1857/19 SLOO1 Grey | 18AWG | 19x30AWG | 1.727mm | 86K6743 | 341.12 
@ 1854 BLOO1 Blue | 24AWG | 7x32AWG | 1.092mm | 02F7080 | 203.52 @ 1857/19 OROO1 Orange | 18AWG | 19x30AWG | 1.727mm | 02F8674 | 341.12 
@ 1854 BROO1 Brown | 24AWG | 7x32AWG | 1.092mm | 86K6731 | 203.52 @ 1857/19 Vi001 Purple | 18AWG | 19x30AWG | 1.727mm | O2F8676 | 341.12 
@ 1854 GRO01 Green | 24AWG | 7x32AWG 1.092mm 02F7078 203.52 @ 1857/19 YLO01 Yellow | 18AWG | 19x30AWG | 1.727mm 02F8671 341.12 
@ 1854 SLOO1 Grey 24AWG | 7x32AWG | 1.092mm | 86K6732 203.52 @ 1857/19 BLOO1 Blue 18AWG | 19x30AWG | 1.78mm 02F8672 341.12 
@ 1854 ORO01 Orange | 24AWG | 7x32AWG | 1.092mm | 86K6733 203.52 @ 1857/19 BROO1 Brown | 18AWG | 19x30AWG | 1.78mm 02F8673 341.12 
@ 1854 Vi001 Purple | 24awG | 7x32AWG | 1.092mm | 02F7084 | 203.52 @ 1857/19 RDOO1 Red | 18AWG | 19x30AWG | 1.78mm | 86K6744 | 341.12 
@ 1854 RDOO1 Red | 24AWG | 7x32AWG | 1.092mm | 02F7077 | 203.52 @ 1857/19 WHO01 White | 18AWG | 19x30AWG | 1.78mm | 89K8098 | 341.12 
@ 1854 YLO01 Yellow | 24AWG | 7x32AWG | 1.092mm | 02F7079 | 203.52 @ 1858/19 WHO01 White | 16AWG | 19x29AWG | 1.93mm | 02F7384 | 390.53 
© 1854 WHO01 White | 24AWG | 7x32AWG | 1.118mm | 95K9641 | 203.52 @ 1858/19 BKOO1 Black | 16AWG | 19x29AWG | 1.931mm | 02F7385 | 390.53 
@ 1854/19 BKOO1 Black | 24AWG | 19x36AWG | 1.092mm | 02F8554 | 242,47 @ 1858/19 RDOO1 Red | 16AWG | 19x29AWG | 1.931mm | 02F7386 | 390.53 
@ 1854/19 BLO01 Blue 24AWG | 19x36AWG | 1.092mm 02F8558 244.47 @ 1858/19 BLOO1 Blue 16AWG | 19x29AWG | 1.956mm 86K9009 390.53 
@ 1854/19 BROO1 Brown 24AWG | 19x36AWG | 1.092mm 02F8559 244.47 @ 1858/19 BROO1 Brown 16AWG | 19x29AWG | 1.956mm 89K8101 390.53 
@ 1854/19 GROO1 Green 24AWG | 19x36AWG 1.092mm 02F8556 244.47 @ 1858/19 GROO1 Green 16AWG | 19x29AWG 1.956mm 02F7387 390.53 
@ 1854/19 SLOO1 Grey | 24AWG | 19x36AWG | 1.092mm | 85K9642 | 244.47 @ 1858/19 SLOO1 Grey | 16AWG | 19x29AWG | 1.956mm | 02F7392 | 390.53 
@ 1854/19 OROO1 Orange | 24AWG | 19x36AWG | 1.092mm | 85K9643 | 244.47 @ 1858/19 OROO1 Orange | 16AWG | 19x29AWG | 1.956mm | 85K9667 | 390.53 
@ 1854/19 RDOO1 Red 24AWG | 19x36AWG | 1.092mm 02F8555 244.47 @ 1858/19 VI001 Purple 16AWG | 19x29AWG | 1.956mm 89K8102 390.53 
@ 1854/19 YLOO1 Yellow | 24AWG | 19x36AWG | 1.092mm | 02F8557 | 244.47 @ 1859/19 BKOO1 Black | 14AWG | 19x27AWG | 2311mm | 89K8105 | aee.52 
@ 1854/19 Vi001 Purple | 24AWG | 19x36AWG | 1.143mm | 02F8562 | 244.47 @ 1859/19 BLOO1 Blue | 14AWG | 19x27AWG | 2311mm | 85K9671 | 466.52 
@ 1854/19 WHO01 White | 24AWG | 19x36AWG | 1.143mm | 95K9644 | 244.47 @ 1859/19 BROO1 Brown | 14AWG | 19x27AWG | 231imm | 02F8711 | 466.52 
@ 1855 BKOO1 Black | 22AWG | 7xa0AWG | 127mm | 02F7114 | 219.35 @ 1859/19 GROO1 Green | 14AWG | 19x27AWG | 2311mm | 02F8708 | 466.52 
@ 1855 BLOO1 Blue | 22AWG | 7x30AWG | 1.27mm | 02F7118 | 219.35 @ 1859/19 SLO01 Grey | 14AWG | 19x27AWG | 2.31imm | 85K9672 | 466.52 
@ 1855 BROO1 Brown | 22AWG | 7x30AWG | 127mm | 02F7119 | 219.35 @ 1859/19 OROO1 Orange | 14AWG | 19x27AWG | 231imm | 85K9673 | 466.52 
@ 1855 GROO1 Green | 22AWG | 7x30AWG | 1.27mm | 02F7116 | 219.35 @ 1859/19 Vi001 Purple | 14AWG | 19x27AWG | 2311mm | 85K9674 | 466.52 
@ 1855 SL001 Grey | 22AWG | 7xa0AWG | 127mm | 02F7121 | 219.35 @ 1859/19 RDOO1 Red | 14AWG | 19x27AWG | 2311mm | 02F8707 | 466.52 
@ 1855 OROO1 Orange | 22AWG | 7x30AWG | 1.27mm | 02F7120 | 219.35 @ 1859/19 WHO01 White | 14AWG | 19x27AWG | 2311mm | 02F8705 | 466.52 
@ 1855 Vi001 Purple | 22AWG | 7x30AWG | 1.27mm | 02F7122 | 219.35 @ 1859/19 YLO01 Yellow | 14AWG | 19x27AWG | 2.311mm | 02F8709 | 466.52 
@ 1855 RDOO1 Red | 22AWG | 7xQ0AWG | 127mm | O2F7115 | 219.35 aueanra 
@ 1855 WHO01 White | 22AWG | 7x30AWG | 127mm | 02F7113 | 219.35 _ 
@ 1855 YLO01 Yellow | 22AWG | 7x30AWG | 127mm | O2F7117 | 219.35 
© 1855/19 BLOOt Blue | 22AwG | 19x34aWG | 127mm | 95K9646 | 941.15 ea HOOK-UP WIRE — MIL-W-76B Al h Wi 
@ 1855/19 BROO1 Brown | 22AWG | 19x34AWG | 1.27mm | 02F8597 | 241.15 p avvire 
@ 1855/19 GROO1 Green | 22AWG | 19x34AWG | 1.27mm 89Ke084 | 241.15 a ac eat al 
© 1855/19 SLO01 Grey | 22AWG | 19x34AWG | 127mm | 02F8599 | 241.15 SE Gepsingiat 
© 1855/19 OROO1 Orange | 22AWG | 19x34AWG | 1.27mm | 89K8085 | 241.15 _ i ae Avalaele 
© 1855/19 Vi001 Purple | 22AWG | ‘ox34AWG | 132mm | 85K9648 | 241.15 ao ee pe rll ir fa tiealaa dees au 
@ 1855/19 RDO01 Red 22AWG | 19x34AWG 1.32mm 859647 241.15 © Insulation thickness: 0.016” (0.406) online or call 
@ 1855/19 WHO01 White | 22AWG | 19x34AWG 1.32mm 89K8086 241.15 @ Rated 1000V, 80°C © Sold in 100’ and 1000’ spools 
@ 1855/19 YLO01 Yellow | 22AWG | 19x34AWG | 132mm | 89K8087 | 241.15 Price per 
@ 1855/19 BKO01 Black | 22AWG | 19x34AWG | 1.321mm | 06M3898 | 241.15 Wire External |__Spool__ 
© 1856 BKO01 Black 2OAWG 7x28AWG 1.473mm 86K6737 264.88 Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
© 1856 BLO! Blue | 20AWG | 7x28AWG | 1473mm | 85K96054 | 26408  —200fE |; 
ES GRO Brown | 20AWG | 7x26AWG | 1.473mm |e en @ 1550 BKO05 Black | 24AWG | 7x32AWG | 1.422mm |  02F6668 59.42 
aieeecRit Green | 20AWG | 7x28AWG 1 147amm 1 02F7154 1 26a 88 @ 1550 WHO0S White | 24AwG | 7x32AWG | 1.422mm | 02F6667 59.42 
“e156 Sio01 Grey] 2oawe | Txasawe | 1aTamm ] -BeKe090 | orope” | 0 1550 BL005 Blue | 24AWG | 7x32AWG | 1.499mm | 02F6672 59.42 
@ 1856 OROO1 Orange | 20AWG | 7x28AWG | 1473mm | 02F7158 | 264.88 @ 1550 BROOS Brown | 24AWG | 7x32AWG | 1.499mm_ | _ 88K2110 59.42 
jpiesevi001 Puple | 20AWG | ~7x26AWG | “L473mm | 027160 | pea ea @ 1550 GROO5 Green | 24AWG | 7x32AWG | 1.499mm | 86K8998 59.42 
e056 ROD0T Red | 20awG | 7x2awG | 1473mm \ OoR7i83 | ea.ee @ 1550 D005 Red 2AWG | 7x32AWG | 1.499mm |  02F6669 59.42 
@ 1856 WHOO1 White | 20AwG | 7x28AWG | 1473mm | 02F7151 | 264.88 eile Yellow | 24AWG | 7x2AWG | 1.498mm [RREGKESIS EE ES UE2 
ees Vian Yellow | 20AWG | 7x28AWG | 1473mm [GgETI85 l laeaies @ 1550 SLO05 Grey | 24AWG | 7x32AWG 1.5mm 02F6675 59.42 
@ 1856/19 BROO1 Brown | 20AWG | 19x32AWG | 1.473mm | 02F8635 | 311.95 @ 1550 ORS Orange | 24AWG | 7x32AWG | 1.5mm |RROZEGSIAR RSoE2 
© 1856/19 SLOO1 Grey | 20AWG | tox32awG | 1473mm | @7Kt174 | 314.95 @ 1550 i005 Purple | 24AWG | 7xa2AWG | 1.5mm [RUZEGGTORE ESO 
© 1856/19 0R001_| Orange | 20AwWG | 19x32AWG | 1473mm | 02F8636 | 311.95 @ 1551 BLO0S Blue | 22AWG | TGOAWG | 1.575mm__|BRSSRSS2SMe Moo 
Pere n Purple | 20AwG | asxa2awG | 1473mm | 02FB638 | 311.95 @ 1551 WHO0S White | 22AWG | 7x30AWG | 1.575mm | 86K9002 65.22 
© 1856/19 YLOO1 Yellow | 20AWG | 19x32AWG | 1.473mm | 06M3899 | 914.95 © 1551GROO5__|_Green_|_22AWG | 7x30AWG | 1.58mm_|/ 026708 |) 65.220 
© 1856/19 BKOO1 Black | 20AWG | 19x32AWG | 1.524mm | 02F8630 | 311.95 @ 1551 Vi005 Purple | 22AWG | 7xA0AWG | 1.58mm  |RU2RGIASea Go 
© 1856/19 BLOO1 Blue | 20AWG | 19x32AWG | 1524mm | 02F8634 | 311.95 @ 1551 RDOOS Red | 22AWG | 7xS0AWG | 1.58mm _RREGRSOUIE Rocale 
“e 1856719 GROOT | Green | 2oAwe T toaoAwe 1 1524mm 1 8eKe739 ] giies © 0 1951 BKO0S Black | 22AWG | 7x30AWG | 1.626mm | 86K6714 | 44.58 
© 1856/19 RDOO1 Red | 20AwG | 19x32AWG | 1.524mm | 86K6740 | 311.95 @ 1551 BROOS Brown | 22AWG | 7x30AWG | 1.626mm |RRS2RBOSS aa GSI? 
> CONTINUED > > CONTINUED > 
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WIRE & CABLE @ Indicates RoHS Compliant 4] Find Datasheets Online 


HOOK-UP WIRE 


PVC INSULATION HOOK-UP WIRE — MIL-W-76B TYPE MW (CONT.) PVC INSULATION HOOK-UP WIRE — MIL-W-76B TYPE MW (CONT.) 
Price per Price per 
Wire External Spool Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
100 ft 100 ft 
@ 1551 SLOOS Grey 22AWG 7x30AWG 1.626mm 02F6713 65.22 @ 1560 BLOOS Blue 12AWG 65x30AWG 3.175mm 02F6865 253.41 
@ 1551 ORO05 Orange 22AWG 7x30AWG 1.626mm 02F6712 65.22 @ 1560 BRO0S Brown 12AWG 65x30AWG 3.175mm 02F6866 253.41 
@ 1551 YLO05 Yellow 22AWG 7x30AWG 1.626mm 02F6709 65.22 @ 1560 GR005 Green 12AWG 65x30AWG 3.175mm 02F6863 253.41 
@ 1561 WHO005 White 22AWG Solid 1.448mm 86K9004 57.67 @ 1560 SLO05 Grey 12AWG 65x30AWG 3.175mm 02F6868 253.41 
@ 1561 BKO05 Black 22AWG Solid 1.45mm 02F6881 57.67 @ 1560 OR005 Orange 12AWG 65x30AWG 3.175mm 02F6867 253.41 
@ 1561 BLOOS Blue 22AWG Solid 1.524mm 02F6885 57.67 @ 1560 VI005 Purple 12AWG 65x30AWG 3.175mm 85K9607 253.41 
@ 1561 BR0OS Brown 22AWG Solid 1.524mm 02F6886 57.67 @ 1560 RDO05 Red 12AWG 65x30AWG 3.175mm 02F6862 253.41 
@ 1561 GRO05 Green 22AWG Solid 1.524mm 89K8049 57.67 @ 1560 WHO05 White 12AWG 65x30AWG 3.175mm 02F6860 153.68 
@ 1561 SL005 Grey 22AWG Solid 1.524mm 02F6888 57.67 @ 1560 YLO05 Yellow | 12AWG | 65x30AWG | 3.175mm 02F6864 =| 253.41 
@ 1561 ORO05S Orange 22AWG Solid 1.524mm 02F6887 57.67 1000 ft 
@ 1561 VI005 Purple 22AWG Solid 1.524mm 89K8050 57.67 @ 1550 BKO01 Black 24AWG 7x32AWG 1.5mm 02F6687 197.02 
@ 1561 RDOOS Red 22AWG Solid 1.524mm 02F6882 57.67 @ 1550 BL001 Blue 24AWG 7x32AWG 1.5mm 89K8041 197.02 
@ 1561 YLO05 Yellow 22AWG Solid 1.524mm 02F6884 57.67 @ 1550 BROO1 Brown 24AWG 7x32AWG 1.5mm 89K8042 197.02 
@ 1553 BROOS Brown 20AWG 10x30AWG 1.727mm 02F6749 77.50 @ 1550 GR001 Green 24AWG 7x32AWG 1.5mm 02F6689 197.02 
@ 1553 GRO05 Green 20AWG 10x30AWG 1.727mm 02F6746 77.50 @ 1550 SLO01 Grey 24AWG 7x32AWG 1.5mm 86K6712 197.02 
@ 1553 SLO05 Grey 20AWG 10x30AWG 1.727mm 02F6751 77.50 @ 1550 OR001 Orange 24AWG 7x32AWG 1.5mm 02F6693 197.02 
@ 1553 VI005 Purple 20AWG 10x30AWG 1.727mm 02F6752 77.50 @ 1550 VI004 Purple 24AWG 7x32AWG 1.5mm 86K6713 197.02 
@ 1553 BLOOS Blue 20AWG 10x30AWG 1.75mm 02F6748 77.50 @ 1550 RD001 Red 24AWG 7x32AWG 1.5mm 02F6688 197.02 
@ 1553 ORO05 Orange 20AWG 10x30AWG 1.75mm 02F6750 77.50 @ 1550 WH001 White 24AWG 7x32AWG 1.5mm 02F6686 197.02 
@ 1553 BKO05 Black 20AWG 10x30AWG 1.753mm 02F6744 77.50 @ 1551 BKO01 Black 22AWG 7x30AWG 1.578mm 85K9596 231.38 
@ 1553 RDOOS Red 20AWG 10x30AWG 1.753mm 02F6745 77.50 @ 1551 GR001 Green 22AWG 7x30AWG 1.58mm 02F6727 231.38 
@ 1553 WHO005 White 20AWG 10x30AWG 1.753mm 60K7087 77.50 @ 1551 SLO01 Grey 22AWG Tx30AWG 1.58mm 02F6732 231.38 
@ 1553 YLO05 Yellow 20AWG 10x30AWG 1.753mm 02F6747 77.50 @ 1551 ORO01 Orange 22AWG 7x30AWG 1.58mm 02F6731 231.38 
@ 1563 WHO005 White 20AWG Solid 1.626mm 02F6900 44.84 @ 1551 VI001 Purple | 22AWG | 7x30AWG 1.58mm 02F6733_ | 219.42 
@ 1563 BKO05 Black 20AWG Solid 1.676mm 02F6901 65.61 @ 1551 RDO01 Red 22AWG 7x30AWG 1.58mm 02F6726 231.38 
@ 1563 BLOOS Blue 20AWG Solid 1.676mm 02F6905 65.61 @ 1551 WHO001 White 22AWG 7x30AWG 1.58mm 02F6724 231.38 
@ 1563 BROOS Brown 20AWG Solid 1.676mm 86K6722 65.61 @ 1551 YLO01 Yellow 22AWG 7x30AWG 1.58mm 02F6728 231.39 
@ 1563 GRO05 Green 20AWG Solid 1.676mm 02F6903 65.61 @ 1551 BLOO1 Blue 22AWG 7x30AWG 1.626mm 02F6729 219.83 
@ 1563 SLO05 Grey 20AWG Solid 1.676mm 02F6908 65.61 @ 1551 BROO1 Brown 22AWG 7x30AWG 1.626mm 02F6730 231.38 
@ 1563 ORO05 Orange 20AWG Solid 1.676mm 02F6907 65.61 @ 1561 WHO001 White 22AWG Solid 1.448mm 02F6890 210.37 
@ 1563 RDOOS Red 20AWG Solid 1.676mm 02F6902 65.61 @ 1561 BKO01 Black 22AWG Solid 1.45mm 02F6891 210.37 
@ 1563 YLO05 Yellow 20AWG Solid 1.676mm 02F6904 65.61 @ 1561 RDO01 Red 22AWG Solid 1.45mm 02F6892 210.37 
@ 1555 GRO05 Green 18AWG 16x30AWG 1.981mm 02F6784 97.69 @ 1561 BLO01 Blue 22AWG Solid 1.524mm 02F6895 210.37 
@ 1555 SLO05 Grey 18AWG 16x30AWG 1.981mm 02F6789 97.69 @ 1561 GRO01 Green 22AWG Solid 1.524mm 02F6893 210.37 
@ 1555 ORO05 Orange 18AWG 16x30AWG 1.981mm 02F6788 97.69 @ 1561 SLO01 Grey 22AWG Solid 1.524mm 86K6719 210.37 
@ 1555 VI005 Purple 18AWG 16x30AWG 1.981mm 85K9600 97.69 @ 1561 ORO01 Orange 22AWG Solid 1.524mm 02F6897 210.37 
@ 1555 RDOOS Red 18AWG 16x30AWG 1.981mm 02F6783 97.69 @ 1561 V1001 Purple 22AWG Solid 1.524mm 86K6720 210.37 
@ 1555 WHO005 White 18AWG 16x30AWG 2.007mm 02F6781 97.69 @ 1561 YLO01 Yellow 22AWG Solid 1.524mm 02F6894 210.37 
@ 1555 YLO05 Yellow 18AWG 16x30AWG 2.007mm 86K9003 97.69 @ 1553 SLO01 Grey 20AWG 10x30AWG 1.727mm 85K9597 261.39 
@ 1555 BKO05 Black 18AWG 16x30AWG 2.01mm 02F6782 97.69 @ 1553 ORO01 Orange 20AWG 10x30AWG 1.727mm 02F6769 248.33 
@ 1555 BLOOS Blue 18AWG 16x30AWG 2.01mm 02F6786 66.78 @ 1553 VI001 Purple 20AWG 10x30AWG 1.727mm 86K6715 261.39 
@ 1555 BRO0S Brown 18AWG 16x30AWG 2.01mm 02F6787 97.69 @ 1553 YL001 Yellow 20AWG 10x30AWG 1.727mm 02F6766 261.39 
@ 1565 WH005 White 18AWG Solid 1.829mm 02F6921 96.58 @ 1553 BLO01 Blue 20AWG 10x30AWG 1.75mm 02F6767 261.39 
@ 1565 RDOOS Red 18AWG Solid 1.83mm 02F6923 96.58 @ 1553 BROO1 Brown 20AWG 10x30AWG 1.75mm 02F6768 261.39 
@ 1565 BKO05 Black 18AWG Solid 1.88mm 02F6922 96.58 @ 1553 GR001 Green 20AWG 10x30AWG 1.75mm 02F6765 261.39 
@ 1565 BLOOS Blue 18AWG Solid 1.88mm 02F6926 96.58 @ 1553 RD001 Red 20AWG 10x30AWG 1.75mm 02F6764 261.39 
@ 1565 GR005 Green 18AWG Solid 1.88mm 85K9619 96.58 @ 1553 WHO001 White 20AWG 10x30AWG 1.75mm 85K9599 261.39 
@ 1565 SLO05 Grey 18AWG Solid 1.88mm 02F6929 96.58 @ 1553 BK001 Black 20AWG 10x30AWG 1.753mm 02F6763 207.29 
@ 1565 ORO05 Orange 18AWG Solid 1.88mm 06M3876 96.58 @ 1563 WHO001 White 20AWG Solid 1.626mm 02F6911 256.49 
@ 1565 YLO05 Yellow 18AWG Solid 1.88mm 89K8056 96.58 @ 1563 BK001 Black 20AWG Solid 1.676mm 02F6912 269.99 
@ 1557 VI005 Purple 16AWG 26x30AWG 2.337mm 02F6828 95.20 @ 1563 BL001 Blue 20AWG Solid 1.676mm 86K6721 269.99 
@ 1557 BKO05 Black 16AWG 26x30AWG 2.34mm 02F6820 95.20 @ 1563 BROO1 Brown 20AWG Solid 1.676mm 85K9615 269.99 
@ 1557 BLOOS Blue 16AWG 26x30AWG 2.34mm 02F6824 95.20 @ 1563 GR001 Green 20AWG Solid 1.676mm 85K9616 269.99 
@ 1557 BROOS Brown 16AWG 26x30AWG 2.34mm 02F6825 95.20 @ 1563 RDO01 Red 20AWG Solid 1.676mm 02F6913 269.99 
@ 1557 SLO05 Grey 16AWG 26x30AWG 2.34mm 02F6827 95.20 @ 1555 SLO01 Grey 18AWG 16x30AWG 1.981mm 85K9601 373.96 
@ 1557 ORO05 Orange 16AWG 26x30AWG 2.34mm 02F6826 95.20 @ 1555 ORO01 Orange 18AWG 16x30AWG 1.981mm 85K9602 373.96 
@ 1557 RDOOS Red 16AWG 26x30AWG 2.34mm 02F6821 95.20 @ 1555 V1001 Purple 18AWG 16x30AWG 1.981mm 02F6809 373.96 
@ 1557 WHO05 White 16AWG 26x30AWG 2.34mm 02F6819 95.20 @ 1555 BKO01 Black 18AWG 16x30AWG 2.01mm 02F6801 373.96 
@ 1557 GRO05 Green 16AWG 26x30AWG 2.413mm 02F6822 95.20 @ 1555 BLO01 Blue 18AWG 16x30AWG 2.01mm 02F6805 373.96 
@ 1557 YLO05 Yellow 16AWG 26x30AWG 2.413mm 02F6823 95.20 @ 1555 BROO1 Brown 18AWG 16x30AWG 2.01mm 02F6806 373.96 
@ 1559 BROOS Brown 14AWG 41x30AWG 2.565mm 02F6846 139.09 @ 1555 RDO01 Red 18AWG 16x30AWG 2.01mm 02F6802 373.96 
@ 1559 GR005 Green 14AWG 41x30AWG 2.565mm 02F6843 139.09 @ 1555 WH001 White 18AWG 16x30AWG 2.01mm 02F6800 373.96 
@ 1559 SLO05 Grey 14AWG 41x30AWG 2.565mm 06M3874 139.09 @ 1555 YLO01 Yellow 18AWG 16x30AWG 2.01mm 02F6804 373.96 
@ 1559 ORO05 Orange 14AWG 41x30AWG 2.565mm 06M3875 139.09 @ 1555 GR001 Green 18AWG 16x30AWG 2.011mm 86K6716 373.96 
@ 1559 VI005 Purple 14AWG 41x30AWG 2.565mm 02F6849 139.09 @ 1565 BKO01 Black 18AWG Solid 1.88mm 02F6932 370.73 
@ 1559 YLO05 Yellow 14AWG 41x30AWG 2.565mm 02F6844 139.09 @ 1565 SL001 Grey 18AWG Solid 1.88mm 85K9620 370.73 
@ 1559 BK005 Black 14AWG 41x30AWG 2.69mm 89K8047 139.09 @ 1565 ORO01 Orange 18AWG Solid 1.88mm 89K8057 370.73 
@ 1559 BLOOS Blue 14AWG 41x30AWG 2.69mm 86K6717 139.09 @ 1565 RDO01 Red 18AWG Solid 1.88mm 02F6933 370.73 
@ 1559 RDOOS Red 14AWG 41x30AWG 2.69mm 02F6842 139.09 @ 1557 GR001 Green 16AWG 26x30AWG 2.34mm 02F6832 436.14 
@ 1559 WHO05 White 14AWG 41x30AWG 2.692mm 02F6840 139.09 @ 1557 RDO01 Red 16AWG 26x30AWG 2.34mm 02F6831 436.14 
@ 1560 BK005 Black 12AWG | 65x30AWG | 3.175mm | 86K6718 | 253.41 @ 1557 WHO01 White 16AWG | 26x30AWG 2.34mm 02F6829 | 436.14 
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606 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


WIRE & CABLE 


HOOK-UP WIRE 


PVC INSULATION HOOK-UP WIRE — MIL-W-76B TYPE MW (CONT.) ECOWIRE™ PLUS ECO-FRIENDLY HOOK-UP WIRE (CONT.) 


Price per Price per 
Wire External Spool Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ Mfg. Part No. Color Size Stranding Diameter | Stock No. 1-4+ 
1000 ft 100 ft 
© 1557 BKO01 Black | 16AWG | 26x30AWG | 2413mm | 02F6830 436.14 © 6823 BK005 Black 22AWG | 7x30AWG | 1.17mm ] 6175109 | 443.87 
© 1557 BLOO1 Blue 1eAWG | 26x30AWG | 2.413mm | 02F6834 436.14 © 6823 BLOOS Blue 22aWG | 7x30AWG | 1.17mm | 6175111 | 113.87 
© 1557 BROO1 Brown | 16AWG | 26x30AWG | 2.413mm | 02F6835 436.14 © 6823 BROOS Brown 22awG | 7x30AWG | 1.17mm | 6175113 | 113.87 
© 1557 SLO01 Grey 16AWG | 26x30AWG | 2.413mm | 02F6837 436.14 © 6823 GRO05 Green 22awWG | 7x30AWG | 1.17mm | 6175115 | 113.87 
© 1557 OROO1 Orange | 16AWG | 26x30AWG | 2.413mm | 02F6836 436.14 ©@6823GY005 | Green, Yellow | 22AwG | 7x30AWG | 1.17mm | 6175117 | 113.87 
© 1557 VI001 Purple | 16AWG | 26x30AWG | 2.413mm | 02F6838 436.14 © 6823 OROOS Orange 22aWG | 7x30AWG | 1.17mm | 6175119 | 113.87 
© 1557 YLO01 Yellow | 16AWG | 26x30AWG | 2.413mm | 02F6833 436.14 © 6823 RDOOS Red 22awWG | 7x30AWG | 1.17mm | 6175121 | 113.87 
© 1559 BKO01 Black | 14AWG | 41x30AWG | 269mm 02F6851 765.43 © 6823 WHO05 White 22awG | 7x30AWG | 1.17mm | 6175123 | 113.87 
@ 1559 BLOO1 Blue 14AWG | 41x30AWG | 2.692mm 02F6855 765.43 @ 6823 YLO05 Yellow 22AWG | 7x30AWG 1.47mm 6175125 | 113.87 
© 1559 BROO1 Brown | 14AWG | 41x30AWG | 2.692mm | 02F6856 765.43 © 6824 BKO05 Black 20AWG | 7x28AWG | 1.37mm | 6175127 90.59 
© 1559 GROO1 Green | 44AWG | 41x30AWG | 2.692mm | 02F6853 765.43 © 6824 BLOOS Blue 20AWG | 7x28AWG | 1.37mm | 6175129 90.59 
© 1559 SLOO1 Grey 14AWG | 41x30AWG | 2.692mm | 02F6858 765.43 © 6824 BROOS Brown 20AWG | 7x28AWG | 1.37mm | 6175131 90.59 
© 1559 OROO1 Orange | 14AWG | 41x30AWG | 2.692mm | 02F6857 765.43 © 6824 GRO05 Green 20AWG | 7x28AWG | 1.37mm | 6175133 90.59 
@ 1559 RDOO' Red 14AWG | 41x30AWG | 2.692mm | 02F6852 765.43 @6824GY005 | Green, Yellow | 20AwWG | 7x28AWG | 1.37mm | 6175135 90.59 
@ 1559 YLO01 Yellow | 14AWG | 41x30AWG | 2.692mm | 89K8048 765.43 © 6824 OROOS Orange 20AWG | 7x28AWG | 1.37mm | 6175137 90.59 
@ 1560 BKO01 Black 12AWG | 65x30AWG | 3.175mm 02F6871__ | 1357.69 @ 6824 RD005 Red 20AWG | 7x28AWG 1.37mm | 6175139 90.59 
@ 1560 BLOO1 Blue 12AWG | 65x30AWG | 3.175mm 85K9608 | 1357.69 @ 6824 WHO05 White 20AWG | 7x28AWG 1.37mm 6175141 90.59 
@ 1560 BROO1 Brown | 12AWG | 65x30AWG | 3.175mm | 985K9609 | 1357.69 © 6824 YLO05 Yellow 20AWG | 7x28AWG | 1.37mm | 6175143 90.59 
@ 1560 GROO1 Green | 12AWG | 65x30AWG | 3.175mm | 02F6873 | 1357.69 @ 6825 BKO05 Black 18AWG | 19x0.23mm | 1.57mm | 6175145 | 120.27 
© 1560 Vi001 Purple | 12AWG | 65x30AWG | 3.175mm | 85K9612 | 1357.69 © 6825 BLOOS Blue 18AWG | 19x0.23mm | 1.57mm | 6175147 | 120.27 
@ 1560 RDOO1 Red 12AWG | 65x30AWG | 3.175mm | 02F6872 | 1357.69 © 6825 GRO05 Green 18AWG | 19x0.23mm | 1.57mm | 6175151 | 1420.27 
@ 1560 WHO01 White | 12AwG | 65x30AWG | 3.175mm | 85K9613 | 1357.69 @6825GY005 | Green, Yellow | 18AWG | 19x0.28mm | 157mm | 6175153 | 120.27 
© 1560 YLO01 Yellow | 12AWG | 65x30AWG | 3.175mm | 85K9614 | 1357.69 © 6825 OROOS Orange 18AWG | 19x0.23mm | 1.57mm | 6175155 | 120.27 
PIM.23726 © 6825 RDOOS Red 18AWG | 19x0.23mm | 1.57mm | 6175157 | 420.27 
= © 6825 WHO05 White 18AWG | 19x0.23mm | 1.57mm | 6175159 | 420.27 
ECOURE PLUSECD-RENBLY gi ewe ee ee ee 
HOOK-UP WIRE Available @) Alph aWire @ 6826 BKO05 acl x ‘68mm 140.03 
© 6826 BLOOS Blue 17AWG | 19x30AWG | 1.68mm | 6175165 | 440.03 
esr aaa © 6826 BROOS Brown 17AWG | 19x30AWG | 1.68mm | 6175167 | 140.03 
a C € © 6826 GROO5 Green 17AWG | 19x30AWG | 1.68mm | 6175169 | 140.03 
EcoWire™ Plus — better performance, better fluid © Up to 40% lighter than PVC and XLPE S826 RDO = _ a = SUISI78 tg0t08 
resistance, better for the environment. © Stranded bare copper conductor © 6826 WHO0S White 1TAWG 19x30AWG 1.68mm 6175177 140.03 
© Eco-friendly, non-halogenated and recyclable @ ISO 6722 Ultra Thin Wall @ 6827 BK005 Black 16AWG | 19x29AWG 1.93mm 6175181 159.71 
* gee sande such as 7 oo Wall © 6827 BLOO5 Blue 16AWG | 19x29AWG | 193mm | 6175183 | 159.74 
+ Durable mPPE (Modified Polypherylene Ether) © REACH compliant © 6827 BROOS Brown 1GAWG | 19x20AWG | 1.93mm_| 6175185 | 159.71 
jacket — smaller, lighter than PVC and XLPE @ Stocked in 9 colors @ 6827 GR005 Green 16AWG 19x29AWG 1.93mm 6175187 159.71 
: ee oe casieains than PVC a ri — : oe pong 827 S005 | Green, Yelow | TANG | To2eAWG | i.s3mm [ efTs1@9 [159.71 
Ecole Pi onkp wie cogs ro haogos, tates, hay tea omen For,“ azronans | Orage | Teac | Tozoawe | 1ainm | ems | 15071 
for industrial applications with exposure to oils and other hazardous fluids, EcoWire™ Plus offers all the @ 6827 RD005 Red 16AWG | 19x29AWG 1.93mm 6175193 159.71 
fin wal wre, EooWre™ Pls isan iealhinwallteplacement oe XLPE nslaed wre, Wih upto 4S%emafer  CCzeNTHOS | White | 1eAWG | tazaAWG | {93mm | 
oe bud make al ing easier, EcoWire™ Plus withstands oils, fuels, solvenis, and other © 6827 YLO05 Yellow 1GAWG | 19x29AWG 1.93mm 6175197 159.71 
hazardous liquids. Voltage rating: 300V. ISO 6722 Voltage rating: 60V. Sold in 100’ spools. Also available in @ 6828 BKO05S Black 15AWG | 19x28AWG | 2.11mm 6175199 | 217.59 
1000’ spools; go online or call. © 6828 BROO5 Brown TSAWG | 19x28AWG | 211mm | 6115203 | 217.59 
Price per © 6828 GROO5 Green 15AWG | 19x28AWG | 241mm | 6175205 | 217.59 
Wire ; External |_Spool__ © 6829 BKO05 Black M4AWG | 19x27AWG | 241mm | 6175217 | 262.09 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ © 6829 BLOOS Blue TAAWG TOQTAWG a Aimim 6175219 56200 
eu a SCEPC CEE ITAE © 6829 BROOS Brown 14AWG | 19x27AWG | 241mm | 6175221 | 262.09 
; a sine - 28AWG AEA iain 6114277 aor Seine eel MAAWG | (827AWG | 240 ee! 
© 6820 a Brown BAWG TxSGAWG 079mm 6174279 E57 @ 6829 GY005 Green, Yellow | 14AWG 19x27AWG 2.41mm 6175225 262.09 
Gea DAWG | 7x36AWG | 079mm) tTaz81 | wear © 6829 OROOS Orange 14AWG | 19x27AWG | 241mm | 6175227 | 262.09 
; aaah a Green, Yelow | 28AWG | Txa6Awe 1 079mm] 6174283 1 75.97 coe BONS Bee T4AWG | ‘18x27AWG | 241mm [RRGIIS2Z Se O2DY 
ees Gene SaAWG | 7xaBAWG | 07am (AERIS © 6829 WHO05 White 14AWG | 19x27AWG | 241mm | 6175231 | 262.09 
ecenrRDn0s _ BAG | 7x36AWG | O7omm | GITAg8T lh rear © 6829 YLO05 Yellow 14awG | 19x27AWG | 241mm | 6175233 | 262.09 
© 6820 WHO05 White 2BAWG | 7x36AWG | 079mm | 6174289 | 75.27 SSO KMS oe W2AWG | T8x2SAWG | 305mm _|RIISZSSm ESAUG 
© 6820 YLO0S Yellow 28awG | 7x36AWG | 079mm | 6174291 | 75.27 SORSOERONS Brown WANG | 18xZ5AWG | 305mm _[RRSANSZSeRe silane 
ea dEKKE Sick SEAWG | 7xa4AWG | —0.8orim ~ ISIE © 6830 GRO05 Green 12AWG | 19x25AWG | 3.05mm | 6175241 | 317.76 
Arrrtnin Blue DAWG | 7iG4AWG | 089mm) 697205 | 4.54 ©6830 GY005 | Green, Yellow | 12AWwG | 19x25AWG | 3.05mm | 6175243 | 317.76 
© 6821 BROOS Brown 26AWG | 7x34AWwG | 080mm | 6174296 | 64.51 ebesv OR Orange | T2AWG | 18x25AWG | 3.05mm [RGIS ESHIMant 
© 6821 GROOS Green 26AWG | 7xG4AWG | 089mm | 6175079 | 84.51 @GES0/RDONS Ree (AWG | 18xXZ5AWG | 305mm _[RRGUISZSIS Silat 
Scmievs | Geen wien | AWG | TaaewG | Deon sae © 6830 WHO05 White 12AWG | 19x25AWG | 3.05mm | 6175249 | 317.76 
- © 6830 YLO05 Yellow 12AWG | 19x25AWG | 3.05mm | 6175251 | 317.76 
© 6821 RDO0S Red 26AWG | 7x34AWG | 089mm | 6175085 | 94.51 
ecooiWi0s Wie Z6AWG | 7xB4AWG | 0.8mm | 6175087 1 e451 © 6831 BKO05 Black 1OAWG | 19x23AWG | 3.73mm | 6175253 | 513.77 
een ak ZAAWG | 7xS2AWG | 1.0mm een © 6831 BLOOS Blue 1OAWG | 19x23AWG | 3.73mm | 6175255 | 513.77 
@re57 8008 _ 24AWG | 7x32AWG | 102mm | 641808. I) Sage © 6831 GRO05 Green 1OAWG | 19x23AWG | 3.73mm | 6175259 | 513.77 
ear BGan DIAG | 7x2AWG | 1.0mm ee @6831GY005 | Green, Yellow | 10AWG | 19x23AWG | 3.73mm | 6175261 | 513.77 
eran CRIs ace TANG | TxS2KWG T 102mm | 6178097 | 95.48 © 6831 OROOS Orange 10AWG | 19x23AWG | 3.73mm | 6175263 | 513.77 
© ce20 Gyo0s | Groen, Yelow | 24awG | 7xa2AWG | 7.0mm ~ Ese © 6831 RDOOS Red TOAWG | 19x23AWG | 3.73mm | 6175265 38.43 
87 ORIUS Gens DAWG | Tx32AWG | 102mm | 6415101 | 95 3a © 6831 WHO05 White 10AWG | 19x23AWG | 3.73mm | 6175267 | 513.77 
: © 6831 YLO05 Yellow TOAWG | 19x23AWG | 3.73mm | 6175269 | 513.77 
© 6822 RDOOS Red 24awe | 7x32AWG | 1.02mm | 6175103 | 95.38 
@ 6822 WHO005 White 24AWG | 7x32AWG | 1.02mm | 6175105 | 95.38 PIM_197378 
> CONTINUED > 
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HOOK-UP WIRE 


ECOWIRE™ ECO-FRIENDLY HOOK-UP WIRE — ECOWIRE™ ECO-FRIENDLY HOOK-UP WIRE — 600V (CONT.) 
a @) Aiohawir = 
Cables you trust. Service you deserve. Wire External Spool 
= Baie Mfg. Part No. Color Size Stranding Diameter | Stock No. 1-4+ 
—————— Geptinpian 100 ft 
ae @ 6717 BLOOS Blue T4AWG | 41x30AWG | 2.438mm | 58R1688 | 245.13 
\Y @ @ 6717 BROOS Brown 14AWG | 41x30AWG | 2.438mm 58R1690 245.13 
EcoWire™ — better performance, better for the © Meets VW-1 UL 1581 flammability rating @ 6717 GRO05 Green 14AWG | 41x30AWG | 2.438mm 58R1692 245.13 
TC sett aewe eee 7 eee Poa es a ; © 6717 GY005 Green, Yellow | 14AWG | 41x30AWG | 2.438mm | 58R1694 | 245.13 
ee eee e srrroRoos | Orage | wawe | arson | 2mm SORI6_| 245.1 
jacket — lighter than PVC. @ REACH compliant @ 6717 VI005 Purple 14AWG | 41x30AWG | 2.438mm 58R1701 245.13 
; eet oi tinned copper conductor ‘ es Hees “ and As ie PANG [AD OAN Gs es sein SER IBY PaaS 
EcoWire™ hook-up wire contains no halogens, phthalates, or heavy metals enabling it to meet ROHS, REACH, © 6717 SLO05 Slate 14AWG | ATXQ0AWG | 2.438min 58R1699 245.13 
and WEEE requirements for the elimination of hazardous substances and recyclability. The superior dielectric @ 6717 WHO05 White 14AWG | 41x30AWG | 2.438mm | 58R1703 245.13 
properties of mPPE (modified polyphenylene ether) jacket makes possible a Sia fn Le noni @ 6717 YLO05 Yellow 44AWG | 41x30AWG | 2.438mm 58R1705 245.13 
wie. Along wth the reduced wal thkness, the lw 1.03 specfegravly yields signfeant weight savings of up @-G7T7SBKOO5 | Black | T4AWG | Sold [ 2.temm | seRi707 | 245.13 
to 40%. Perfect for a broad range of hook-up wire applications, EcoWire™ is also being used in the automotive @ 6717S BLOOS Blue 14AWG Solid 2.184mm 58R1709 245.13 
and consumer electrics industries. Meets UL1 581 requirements for operation up to 105°C end-use temperature @ 6717S GR005 Green 44AWG Solid 2.184mm 58R1713 245.13 
aig, vlog ag: GY Ot ANG aes an tang ops eval; oer al. Sldin 109 ris Gyogs_| Gren, Yelow | TANG [Sold | 2.4mm | sBRITIS | 245.1 
Price per @ 6717S SLO05 Grey 14AWG Solid 2.184mm §8R1721 245.13 
Wire External Spool @ 6717S ORO05S Orange 14AWG Solid 2.184mm §8R1717 245.13 
Mfg. Part No. Color Size Stranding | Diameter | Stock No. 4-44 @ 6717S VI005 Purple 14AWG Solid 2.184mm_ | 58R1723 245.13 
100 ft @ 6717S RDO05 Red 14AWG Solid 2.184mm 58R1719 245.13 
@ 6710 BROOS Brown 28AWG Tx36AWG 0.86mm 58R1525 70.36 @ 6717S WH005 White 14AWG Solid 2.184mm 58R1725 245.13 
@ 6710 OROOS Orange 28AWG 7x36AWG 0.86mm 58R1531 70.36 @ 6717S YLO0S Yellow 14AWG Solid 2.184mm 58R1727 245.13 
@ 6710 SLO05 Slate 28AWG 7x36AWG 0.86mm 58R1535 70.36 @ 6718 BKO0S Black 12AWG | 65x30AWG 2.97mm 58R1729 376.81 
@ 6710 VI005 Violet 28AWG 7Tx36AWG 0.86mm 58R1537 70.36 @ 6718 BLOO5 Blue 12AWG | 65x30AWG 2.97mm 58R1731 297.18 
@ 6711 BROO5 Brown 26AWG 7x34AWG 0.97mm 58R1547 79.08 @ 6718 BROOS Brown 12AWG | 65x30AWG 2.97mm 58R1733 376.81 
@ 6711 OROOS Orange 26AWG 7x34AWG 0.97mm 58R1553 79.08 @ 6718 GROOS Green 12AWG | 65x30AWG 2.97mm §8R1735 376.81 
@ 6711 SLOOS Slate 26AWG 7x34AWG 0.97mm 58R1557 79.08 @ 6718 GY005 Green, Yellow | 12AWG | 65x30AWG 2.97mm 58R1737 297.18 
@ 6711 VI005 Violet 26AWG 7x34AWG 0.97mm §8R1559 79.08 @ 6718 OROOS Orange 12AWG | 65x30AWG 2.97mm §8R1739 376.81 
@ 6712 BROOS Brown 24AWG 7x32AWG 1.09mm 58R1569 89.21 @ 6718 RDO05S Red 12AWG | 65x30AWG 2.97mm §8R1741 376.81 
@ 6712 SLO05 Slate 24AWG 7x32AWG 1.09mm 58R1579 89.21 @ 6718 WHO05S White 12AWG | 65x30AWG 2.97mm §8R1747 297.18 
@ 6713 BROOS Brown 22AWG 7x30AWG 4.24mm 58R1591 106.50 @ 6718 YLOOS Yellow 12AWG | 65x30AWG 2.97mm 58R1749 376.81 
@ 6713 GY005 Green, Yellow | 22AWG 7x30AWG 1.24mm 58R1595 106.50 1000 ft 
@ 6713 YLO05 Yellow 22AWG 7x30AWG 1.24mm 58R1607 106.50 @ 6710 BKO01 Black 28AWG 7x36AWG 0.86mm 58R1520 272.84 
@ 6714 GROOS Green 20AWG | 10x30AWG 1.4mm 58R1611 125.97 @ 6710 RDOO1 Red 28AWG 7x36AWG 0.86mm 58R1532 272.84 
@ 6714 OROOS Orange 20AWG | 10x30AWG 1.4mm 58R1614 125.97 @ 6710 WHO001 White 28AWG 7x36AWG 0.86mm 58R1538 272.84 
@ 6714 SLO05 Slate 20AWG | 10x30AWG 1.4mm 58R1616 125.97 @ 6711 BKO01 Black 26AWG Tx34AWG 0.97mm 58R1542 306.61 
@ 6714 VI005 Violet 20AWG | 10x30AWG 1.4mm 58R1617 125.97 @ 6711 GRO01 Green 26AWG Tx34AWG 0.97mm 58R1548 306.61 
@ 6714 WHO05 White 20AWG | 10x30AWG 1.4mm 58R1618 125.97 @ 6712 RDOO1 Red 24AWG 7x32AWG 1.09mm 58R1576 346.11 
@ 6714 YLO05 Yellow 20AWG | 10x30AWG 1.4mm 58R1619 125.97 @ 6712 WHO001 White 24AWG 7x32AWG 1.09mm 58R1582 346.11 
@ 6715 BKO005 Black 18AWG | 16x30AWG | 1.702mm 58R1621 96.72 @ 6713 BLOO1 Blue 22AWG 7x30AWG 4.24mm 58R1588 325.61 
@ 6715 BLO0S Blue 18AWG | 16x30AWG | 1.702mm §8R1623 112.53 @ 6714 BLO01 Blue 20AWG | 10x30AWG 1.4mm 51R1763 385.42 
@ 6715 BROOS Brown 18AWG | 16x30AWG | 1.702mm §8R1625 112.53 @ 6714 YLO01 Yellow 20AWG | 10x30AWG 1.4mm 51R0348 385.42 
@ 6715 GROOS Green 18AWG | 16x30AWG | 1.702mm 58R1627 112.53 @ 6716 WHO01 White 16AWG | 26x30AWG 2.06mm 58R1681 679.04 
@ 6715 GY005 Green, Yellow | 18AWG | 16x30AWG | 1.702mm | 58R1629 | 112.53 PIM_164496 
@ 6715 ORO05 Orange 18AWG | 16x30AWG | 1.702mm 58R1631 112.53 SSS 550°00°5° Sea. 
@ 6715 VI005 Purple 18AWG | 16x30AWG | 1.702mm 58R1637 112.53 THERMOTHIN HOOK-UP WIRE 
© 6715 RDO0S Red 1BAWG | 16x30AWG | 1.702mm | PSBRIG33 | 1112153 High-Temperature Performance in an Ultra-Thin Wire G) Al h aWwi re 
@ 6715 SLO05 Slate 18AWG | 16x30AWG | 1.702mm | 58R1635 | 442.53 p 
© 6715 WHO05 White 18AWG | 16x30AWG | 1.702mm | 58R1638 | 112.53 a 
@ 6715 YLO05 Yellow 18AWG | 16x30AWG | 1.702mm 58R1640 112.53 Al 
@ 6715S BKO05 Black 18AWG Solid 1.499mm 58R1642 112.53 ———————————— 
@ 6715S BLOO5 Blue 18AWG Solid 1.499mm 58R1644 112.53 C € @ 
@ 6715S BRO05 Brown 18AWG Solid 1.499mm 58R1646 112.53 RoHS _ 
© 6715S GY005 | Green, Yellow | 1@AWG | Solid | 1.490mm | s@R1650 | 112.53 See Karin 
@ 6715S SLO05 Grey 18AWG Solid 1.499mm 58R1656 112.53 Features extreme temperatures must be withstood 
@ 6715S OR00S Orange 48AWG Solid 1,499mm | 58R1652 112.53 © Exceptionally small and lightweight © Approvals (30 AWG and larger): UL AWM 11540, 
- © Nickel-plated copper conductors — stranded (30 to UL 80°C Oil, UL Gas Res, and passes UL 
© 6715S RDOOS Red 18AWG | __ Solid 1.499mm_|SSRICSAR RIA2i5s 46 AWG) and solid (36 to 32 AWG) horizontal flame test 
@ 6715S WH005 White 18AWG Solid 1.499mm | 58R1660 112.53 © ECA fluoropolymer insulation @ ULrecognized, CE compliant 
@ 6715S YLOOS Yellow 18AWG Solid 1.499mm | 58R1662 | 112.53 ° age ig 0.004" (36 to 28 AWG); 0.006" : ia He hag and 1000’ spools 
© 6716 BKO05 Black 16AWG | 26x30AWG | 2.057mm | 58R1664 | 149.38 © Operating temperature range: -150°C to +300°C bile gas 
@ 6716 BLOO5 Blue 16AWG | 26x30AWG | 2.057mm 58R1666 149.38 @ Voltage rating: 600V @ Medical devices 
@ 6716 BROOS Brown 16AWG | 26x30AWG | 2.057mm 58R1668 149.38 e Excellent UV, chemical and water resistance @ Semiconductor ; 
@ Reliable electrical performance —canruninlong § @ Geo thermal energy generation 
© 6716 GROOS Green 1OAWG | 26x30AWG | 2.057mm | S8R1670 | 149.38 continuous 1000’ lengths © Energy production 
@ 6716 GY005 Green, Yellow | 16AWG | 26x30AWG | 2.057mm 58R1672 149.38 © Ideal for use where space is at a premium and © Military and other mission-critical applications 
@ 6716 ORO05 Orange 16AWG | 26x30AWG | 2.057mm 58R1674 149.38 Price per 
@ 6716 VI005 Purple 16AWG | 26x30AWG | 2.057mm 58R1680 149.38 Wire External Spool 
@ 6716 RD0O5 Red 16AWG | 26x30AWG | 2.057mm 58R1676 149.38 Mfg. Part No. Color Size Stranding Diameter Stock No. 1-1- 
© 6716 SLO05 Slate 16AWG | 26x30AWG | 2.057mm | 58R1678 | 149.38 100 ft 
© 6716 WHO0S White TeAWG | 26x30AWG | 2.057mm | 5BR1682 | 149.38 W286 KONG Black | S6AWG Solid 0.013" (BERG Sa = 
© 6716 YLO05 Yellow | 16AWG | 26xa0AWG | 2.057mm | S@R1684 | 149.38 S255 6.00 Blue: | SeAWwe ool 0.013" (BERG = 
© 6717 BKOOS Black T4AWG | 41x30AWG | 2438mm | S8R1686 | 245.13 © 2936 BROUS Brown | “SOAWS uly 0019 ae = 
@ 2936 GRO05 Green 36AWG Solid 0.013" 22AC3548 53.67 
@ 2936 ORO05 Orange 36AWG Solid 0.013” 22AC3550 es 
> CONTINUED > > CONTINUED > 
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HOOK-UP WIRE 


THERMOTHIN HOOK-UP WIRE (CONT.) THERMOTHIN HOOK-UP WIRE (CONT.) 
Price per Price per 
Wire External Spool Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-1- Mfg. Part No. Color Size Stranding Diameter Stock No. 1-1- 
100 ft 100 ft 
@ 2936 RD005 Red 36AWG Solid 0.013” 22AC3552 = @ 2922 SLO05S Slate 22AWG 19x34AWG 0.041” 22AC3414 we 
@ 2936 SLO05S Slate 36AWG Solid 0.013” 22AC3554 os @ 2922 VI005 Violet | 22AWG 19x34AWG 0.041” 22AC3416 Ea 
@ 2936 VI005 Violet 36AWG Solid 0.013” 22AC3556 = @ 2922 WHO05 White | 22AWG 19x34AWG 0.041” 22AC3418 91.55 
@ 2936 WHO05 White 36AWG Solid 0.013” 22AC3558 = @ 2922 YLO05 Yellow | 22AWG 19x34AWG 0.041” 22AC3420 91.55 
@ 2936 YLO05 Yellow | 36AWG Solid 0.013” 22AC3560 = @ 2920 BKO05 Black 20AWG 19x32AWG 0.048” 22AC3382 | 110.50 
@ 2934 BKO05 Black 34AWG Solid 0.014” 22AC3522 = @ 2920 BLOOS Blue 20AWG 19x32AWG 0.048” 22AC3384 | 110.50 
@ 2934 BLOOS Blue 34AWG Solid 0.014" 22AC3524 | 55.25 @ 2920 BROOS Brown | 20AWG 19x32AWG 0.048” 22AC3386 | 110.50 
@ 2934 BROOS Brown 34AWG Solid 0.014" 22AC3526 _ @ 2920 GRO05 Green | 20AWG 19x32AWG 0.048” 22AC3388 | 110.50 
@ 2934 GRO05 Green 34AWG Solid 0.014” 22AC3528 ea @ 2920 ORO05 Orange | 20AWG 19x32AWG 0.048” 22AC3390 Pas 
@ 2934 ORO05 Orange | 34AWG Solid 0.014” 22AC3530 = @ 2920 RD005 Red 20AWG 19x32AWG 0.048” 22AC3392 | 110.50 
@ 2934 RD005 Red 34AWG Solid 0.014" 22AC3532_ | 55.25 @ 2920 SLO0S Slate 20AWG 19x32AWG 0.048” 22AC3394 oa 
@ 2934 SLO05S Slate 34AWG Solid 0.014" 22AC3534 = @ 2920 VI005 Violet | 20AWG 19x32AWG 0.048” 22AC3396 = 
@ 2934 VI005 Violet 34AWG Solid 0.014” 22AC3536 _ @ 2920 WH005 White | 20AWG 19x32AWG 0.048” 22AC3398 = 
@ 2934 WHO05 White 34AWG Solid 0.014” 22AC3538 | 55.25 © 2920 YLO05 Yellow | 20AWG 19x32AWG 0.048” 22AC3400 = 
@ 2934 YLO05 Yellow | 344WG Solid 0.014” 22AC3540 | 55.25 @ 2918 BKO0S Black 18AWG 19x30AWG 0.058” 22AC3362 = 
@ 2932 BKO05 Black 32AWG Solid 0.016” 22AC3502 Be @ 2918 BLOOS Blue 18AWG 19x30AWG 0.058” 22AC3364 wa 
@ 2932 BLO0S Blue 32AWG Solid 0.016” 22AC3504 = @ 2918 BROO5 Brown | 18AWG 19x30AWG 0.058" 22AC3366 | 116.85 
@ 2932 BROOS Brown | 32AWG Solid 0.016” 22AC3506 ae @ 2918 GRO0S Green | 18AWG 19x30AWG 0.058” 22AC3368 a 
@ 2932 GRO05 Green 32AWG Solid 0.016" 22AC3508 = @ 2918 OROOS Orange | 18AWG 19x30AWG 0.058” 22AC3370 = 
@ 2932 ORO05 Orange | 32AWG Solid 0.016" 22AC3510 _ @ 2918 RDO0S Red 18AWG 19x30AWG 0.058” 22AC3372 a 
@ 2932 RDO05 Red 32AWG Solid 0.016” 22AC3512 = @ 2918 SLO05 Slate 18AWG 19x30AWG 0.058” 22AC3374 = 
@ 2932 SLO05S Slate 32AWG Solid 0.016" 22AC3514 = © 2918 VI005 Violet 18AWG 19x30AWG 0.058” 22AC3376 = 
@ 2932 VI005 Violet 32AWG Solid 0.016” 22AC3516 | 58.15 @ 2918 WH005 White 18AWG 19x30AWG 0.058” 22AC3378 = 
@ 2932 WH005 White 32AWG Solid 0.016" 22AC3518 | 56.84 @ 2918 YLOO5 Yellow | 18AWG 19x30AWG 0.058” 22AC3380 = 
@ 2932 YLO05 Yellow | 32AWG Solid 0.016” 22AC3520 be @ 2916 BKO05 Black 16AWG | 19x0.297mm 0.069" 22AC3342 | 127.49 
@ 2930 BKO05 Black 30AWG 7x38AWG 0.02" 22AC3482 = @ 2916 BLOO5 Blue 16AWG | 19x0.297mm 0.069" 22AC3344 =a 
@ 2930 BLO0S Blue 30AWG 7x38AWG 0.02" 22AC3484 a @ 2916 BROOS Brown | 16AWG | 19x0.297mm 0.069” 22AC3346 = 
@ 2930 BRO0S Brown | 30AWG 7x38AWG 0.02” 22AC3486 = @ 2916 GRO05 Green | 16AWG | 19x0.297mm 0.069” 22AC3348 = 
@ 2930 GRO05 Green 30AWG 7x38AWG 0.02” 22AC3488 = @ 2916 OROOS Orange | 16AWG | 19x0.297mm 0.069" 22AC3350 | 127.49 
@ 2930 ORO05 Orange | 30AWG 7x38AWG 0.02” 22AC3490 | 49.64 @ 2916 RDO0S Red 16AWG | 19x0.297mm 0.069" 22AC3352 | 127.49 
@ 2930 RD005 Red 30AWG 7x38AWG 0.02” 22AC3492 | 58.40 @ 2916 SLO05 Slate 16AWG | 19x0.297mm 0.069” 22AC3354 = 
@ 2930 SLO05 Slate 30AWG 7x38AWG 0.02” 22AC3494 = @ 2916 VI005 Violet 16AWG | 19x0.297mm 0.069” 22AC3356 = 
@ 2930 VI005 Violet 30AWG 7x38AWG 0.02” 22AC3496 = @ 2916 WHO05 White 16AWG | 19x0.297mm 0.069" 22AC3358 | 127.49 
@ 2930 WHO05 White 30AWG 7x38AWG 0.02” 22AC3498 = @ 2916 YLO05 Yellow | 16AWG | 19x0.297mm 0.069” 22AC3360 = 
@ 2930 YLO05 Yellow | 30AWG 7x38AWG 0.02” 22AC3500 | 58.40 1000 ft 
@ 2928 BKO05 Black 28AWG 7x36AWG 0.023” 22AC3462 | 63.16 @ 2936 BKO01 Black 36AWG Solid 0.013" 22AC3541 | 331.98 
@ 2928 BLOOS Blue 28AWG 7x36AWG 0.023” 22AC3464 = @ 2936 BLOO1 Blue 36AWG Solid 0.013" 22AC3543 = 
@ 2928 BROOS Brown | 28AWG 7x36AWG 0.023” 22AC3466 = @ 2936 BROO1 Brown | 36AWG Solid 0.013" 22AC3545 | 331.98 
@ 2928 GRO05 Green 28AWG 7x36AWG 0.023” 22AC3468 | 63.16 @ 2936 GRO01 Green | 36AWG Solid 0.013” 22AC3547 | 339.12 
@ 2928 ORO05 Orange | 28AWG 7x36AWG 0.023” 22AC3470 | 63.16 @ 2936 ORO01 Orange | 36AWG Solid 0.013” 22AC3549 | 339.12 
@ 2928 RD005 Red 28AWG 7x36AWG 0.023” 22AC3472 | 63.16 @ 2936 RDO01 Red 36AWG Solid 0.013” 22AC3551 | 339,12 
@ 2928 SLO05S Slate 28AWG 7x36AWG 0.023” 22AC3474 = @ 2936 SLO01 Slate 36AWG Solid 0.013” 22AC3553 = 
@ 2928 VI005 Violet 28AWG 7x36AWG 0.023” 22AC3476 = @ 2936 VI001 Violet | 36AWG Solid 0.013” 22AC3555 = 
@ 2928 WHO05 White 28AWG | 7x36AWG 0.023” 22AC3478 = @ 2936 WHO01 White 36AWG Solid 0.013" 22AC3557 = 
@ 2928 YLO05 Yellow 28AWG Tx36AWG 0.023" 22AC3480 63.16 @ 2936 YLO01 Yellow 36AWG Solid 0.013” 22AC3559 339.12 
@ 2926 BKO05 Black 26AWG | 19x38AWG 0.03" 22AC3442 | 66.28 @ 2934 BKO01 Black 34AWG Solid 0.014” 22AC3521 = 
@ 2926 BLOOS Blue 26AWG | 19x38AWG 0.03” 22AC3444 = @ 2934 BLOO1 Blue 34AWG Solid 0.014” 22AC3523 | 341.42 
@ 2926 BROOS Brown | 26AWG | 19x38AWG 0.03” 22AC3446 = @ 2934 BROO1 Brown | 34AWG Solid 0.014” 22AC3525 | 334.23 
@ 2926 GRO05 Green 26AWG | 19x38AWG 0.03" 22AC3448 a @ 2934 GR001 Green | 34AWG Solid 0.014” 22AC3527 es 
@ 2926 OROO5 Orange | 26AWG | 19x38AWG 0.03” 22AC3450_ | 66.28 @ 2934 OROO1 Orange | 34AWG Solid 0.014” 22AC3529 | 334.23 
@ 2926 RD005 Red 26AWG | 19x38AWG 0.03” 22AC3452 = @ 2934 RDOO1 Red 34AWG Solid 0.014" 22AC3531 = 
@ 2926 SLO05 Slate 26AWG | 19x38AWG 0.03” 22AC3454 = @ 2934 SLO01 Slate 34AWG Solid 0.014" 22AC3533 = 
@ 2926 VI005 Violet 26AWG | 19x38AWG 0.03" 22AC3456 = @ 2934 VI001 Violet | 34AWG Solid 0.014” 22AC3535 | 334.23 
@ 2926 WHO005 White 26AWG | 19x38AWG 0.03” 22AC3458 = @ 2934 WHO01 White | 344WG Solid 0.014” 22AC3537 | 341.42 
@ 2926 YLO05 Yellow | 26AWG | 19x38AWG 0.03” 22AC3460 = @ 2934 YLO01 Yellow | 34AWG Solid 0.014” 22AC3539 = 
@ 2924 BKO05 Black 24AWG | 19x36AWG 0.035” 22AC3422 = @ 2932 BKO01 Black 32AWG Solid 0.016” 22AC3501 | 347.79 
@ 2924 BLOOS Blue 24AWG | 19x36AWG 0.035" 22AC3424 | 72.60 @ 2932 BLOO1 Blue 32AWG Solid 0.016” 22AC3503 = 
@ 2924 BROOS Brown | 24AWG | 19x36AWG 0.035” 22AC3426 | 61.71 @ 2932 BROO1 Brown | 32AWG Solid 0.016” 22AC3505 = 
@ 2924 GRO05 Green 24AWG | 19x36AWG 0.035” 22AC3428 = @ 2932 GRO01 Green | 32AWG Solid 0.016” 22AC3507 | 355.27 
@ 2924 ORO05 Orange | 24AWG | 19x36AWG 0.035” 22AC3430 = @ 2932 ORO01 Orange | 32AWG Solid 0.016” 22AC3509 | 347.79 
@ 2924 RD005 Red 24AWG | 19x36AWG 0.035” 22AC3432_ | 72.60 @ 2932 RDOO1 Red 32AWG Solid 0.016” 22AC3511 ey 
@ 2924 SLO05S Slate 24AWG | 19x36AWG 0.035” 22AC3434 = @ 2932 SLO01 Slate 32AWG Solid 0.016” 22AC3513 | 347.79 
@ 2924 VI005 Violet 24AWG | 19x36AWG 0.035” 22AC3436 = @ 2932 VI001 Violet 32AWG Solid 0.016” 22AC3515 = 
@ 2924 WHO05 White 24AWG | 19x36AWG 0.035” 22AC3438 | 72.60 @ 2932 WHO001 White 32AWG Solid 0.016” 22AC3517 | 347.79 
@ 2924 YLO05 Yellow | 24AWG | 19x36AWG 0.035" 22AC3440_ | 72.60 @ 2932 YLO01 Yellow | 32AWG Solid 0.016” 22AC3519 = 
@ 2922 BKO05 Black 22AWG | 19x34AWG 0.041” 22AC3402 = @ 2930 BK001 Black 30AWG 7x38AWG 0.02" 22AC3481 | 359.88 
@ 2922 BLOOS Blue 22AWG | 19x34AWG 0.041” 22AC3404 = @ 2930 BLOO1 Blue 30AWG 7x38AWG 0.02" 22AC3483 | 359.88 
@ 2922 BROOS Brown | 22AWG | 19x34AWG 0.041” 22AC3406 | 91.55 @ 2930 BROO1 Brown | 30AWG 7x38AWG 0.02" 22AC3485 | 352.31 
@ 2922 GRO05 Green 22AWG | 19x34AWG 0.041” 22AC3408 = @ 2930 GROO1 Green | 30AWG 7x38AWG 0.02” 22AC3487 | 359.88 
@ 2922 ORO05 Orange | 22AWG | 19x34AWG 0.041” 22AC3410 = @ 2930 ORO01 Orange | 30AWG 7x38AWG 0.02" 22AC3489 | 352.31 
@ 2922 RD005 Red 22AWG | 19x34AWG 0.041” 22AC3412 a @ 2930 RDOO1 Red 30AWG 7x38AWG 0.02" 22AC3491 = 
> CONTINUED > > CONTINUED > 
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HOOK-UP WIRE 


THERMOTHIN HOOK-UP WIRE (CONT.) THERMOTHIN HOOK-UP WIRE (CONT.) 
Price per Price per 
Wire External Spool Wire External |__Spool__ 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-1- Mfg. Part No. Color Size Stranding Diameter Stock No. 1-1- 
1000 ft 1000 ft 
© 2030 SLOO1 Slate | 30AWG | 7x38AWG 0.02" | 22AC3493 = @ 2916 Vi001 Violet] 16AWG | 19x0.297mm | 0.060" | 22AC3355 | gog.71 
@ 2930 VI001 Violet 30AWG 7x38AWG 0.02" 22AC3495 | 352.31 @ 2916 WHO01 White | 16AWG | 19x0.297mm 0.069" 22AC3357 = 
© 2030 WHOO1 White | 30AWG | 7x38AWG 0.02" | 22ac3497 | 359.88 @ 2916 YLO01 Yellow | 16AWG | 19x0.297mm | 0.060" | 22AC3359 | 999.71 
@ 2930 YLO01 Yellow | 30AWG | 7x38AWG 0.02" | 22ac3499 | 352.31 piceratet? 
© 2028 BKOO1 Black | 28AWG | 7x36AWG 0.023" | 22Ac3461 = 
© 2928 BLOO1 Blue | 28AwG | 7x36AWG 0.023" | 22Ac3463 = reat 
© 2028 BROT Brown | 28AWG | 7x36AWG 0.023" | 22Ac3465 | 364.48 GreenCholca™ FPO HOOK-UP WIRE Geena BELDEN 
@ 2928 GR001 Green 28AWG 7x36AWG 0.023" 22AC3467 364.48 SENDING ALL THE RIGHT SIGNALS 
@ 2928 0R001_ | Orange | 28AWG | 7x36AWG 0.023" | 22Ac3469 | 364.48 ———— Wi ® 
© 2928 RDOO1 Red | 28AWG | 7x36AWG 0.023" | 22c3471 | 364.48 4 
@ 2928 SLO01 Slate 28AWG 7x36AWG 0.023” 22AC3473 = Belden® PPO UL AWM Hook-Up Wire @ -40°C to +105°C 
© 2928 Vi001 Violet | 28AWG | 7x36AWG 0.023" | 22AC3475 = oe Rr HabCH eines 
@ 2928 WHO001 White 28AWG 7TX36AWG 0.023" 22AC3477 | 364.48 © Recyclable/Waste Reducer © REACH Compliant 
“@2928YL001 +| Yellow | 28AWG | 7x30AWG | 0.023" | 22AC3479 | 364.48 © 0.012" (0.3mm) Insulation Thickness © CECompliant 
© 2926 BKO01 Black | 26aWG | 1HGBAWG | 003" | 2aAC3Mei | 364.23  — ¢ VotayeRating. OV aa 
@ 2926 BLOO1 Blue 26AWG 19x38AWG 0.03" 22AC3443_ | 364.23 PPO Hook-Up Wire merits use of Belden’s GreenChoice™ product rating. PPO Wire does not release the 
@ 2926 BROO1 Brown 26AWG 19x38AWG 0.03” 22AC3445 451.65 environmental pollutants characteristic of PVC-insulated wire. This fully recyclable product also meets or 
© 2926 GROOt Geen AWG 70x38AWG 0.03" 22AC3447 364.23 exceeds the electrical and thermal characteristics of PVC wire, while being smaller, lighter and more durable. 
@ 2926 ORO01 Orange 26AWG 19x38AWG 0.03” 22AC3449 451.65 Price per 
© 2026 RDOO1 Red | 26AWG |  19x38AWG 0.03" | 22AC3451 a Wire ; External |_Spool__ 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
© 2926 L001 Slate | 26AWG | 19x38AWG 0.03" | 22AC3453 = ae 
© 2926 Vi001 Violet | 26AWG | 19x38AWG 0.03" | 22AC3455 = aaa Sack DaANG 1 Tea 1 0Doian EERE aT 
@ 2926 WHO01 White | 26AWG | 19x38AWG 0.03" __|_22AC3457 | _ 364.23 © 39128005100 | Green | 28AWG | 7x3GAWG | 0.99Imm | 5272861 30.91 
© 2926 YLO01 Yellow | 26AWG | 19x38AWG 0.03" eee = @ 39128003100 | Orange | 28AWG | 7xaeAWG | 0.99Imm | 5272857 80.91 
© 2924 BKO01 Black | 24AWG | 7Oxd6AWG | 0.035" (RZBBGoaa = @ 39128007100 | Purple | 28AWG | 7x36AWG | 0991mm | 5272863 = 
22924 BLO | Blue | 24AWG | T8xS6AWG | __0.035" | 22AC3423 | __— _  “@39128002100 | Red | 28AWG | 7x6AWG | 0.991mm | 5272855 = 
@ 2024 BRO01 | Brown | 2HAWG | 1Sx36AWG | 0.036" (RZRAG SEZs REDE © 30128009100 | White | 26AwG | 7x0AWG | 0.99imm | 5272866 = 
0 2924 GROO1_ | Green| 24AWG | 19x36AWG | 0.036" | 22AC3427 | =“ 39128004100 | Yellow | 28AWG | 7x36AWG | 0.991mm | 5272859 80.91 
© 2024 0R001__| Orange _| 24AWG | 19x36AWG | 0.035" [E22AC3829 oo @ 39126 010100 Black | 26AWG | 7x34AWG | 1.092mm | 5272849 86.33 
@ 2924 RDO01 Red | 24AWG | 19x36AWG 0.035" | 22AC3431 be @ 39126 013100 Blue | 26AWG | 7x34AWG | 1.092mm | 5272851 86.33 
© 2924 SL001 Slate | 24AWG | 19x36AWG | 0.035" | 22AC3433 = © 39126005100 | Green | 26awG | 7x34AWG | 1.092mm | 272841 | 24.18 
© 2924 Vi001 Violet_ | 24AWG | 19x36AWG | 0.036" | 22AC3435 ze @ 39126 002100 Red | 26AwG | 7x34AWG | 1.092mm | 5272835 | 94.67 
© 2924 WHOO1 White | 24AWG | 19x36AWG | 0.035" ER a © 39126 009100 White | 2eawG | 7x34awG | 1.092mm | 5272847 | 86.33 
@ 2924 YLOO1 Yellow | 24AWG | 19x36AWG 0.035" || 22AC3439) || 496.83 @ 39126 004100 Yellow | 26AWG | 7x34AWG | 1.092mm | 5272839 24.18 
@ 2922 BKOO! Black | 22AWG | 19x34AWG 0.041" (ene = @ 39124 010100 Black | 24AWG | 7x32AWG | 1.22mm | 5272829 27.80 
@ 2922 BLO! Blue | 22AWG | _19x34AWG 0.041" R22ACS40338 S009 © 39124 013100 Blue | 24awG | 7x32AWG | 122mm | 5272831 | 105.02 
@ 2922 BROOI Brown | Z2AWG [TexseAWG [00st | 22nc340s my “e30124 001100} Brown] 24awe | 7xazawe | 122mm | 52728131 97.317 
@ 2922 GROO1 Green| 22AWG | 19x34AWG 0.0441 22ACoA0TE Saii22 @ 39124 005100 Green | 24awG | 7x32AWG | 1.22mm | 5272821 97.31 
© 29220R001 | Orange | 22AWG | ‘oxa4awe | 0.041" | 22AC3409 | 541.99 eT Grey | 24AWG | 7xa2AWG | 4.22mm | 5272825 ca 
@ 2922 RDOO1 Red | 22AWG | ‘oxa4awe | 0.041" | 22ac3411 | 437.09 @ 39124 003100 | Orange | 24awG | 7xa2awG | 1.22mm | saT2817 oan 
02922 SLOOT | Slate | 22AWG | TxSAAWG | __ 0.081" | 22Aca4t3 | “e924 007100 | Purple | 24awe | 7xazawe | 122mm | 5272823 | 97.31 
@ 2922 Vi001 Violkt | 22AWG | 19x34AWG | 0.041 | 22AC3415 = ere Red | a4awe | 7xazawe | 1.22mm ESSN wai 
@2022 WHO | White | 22AWG | ‘texsdaWwG | 0.041" (ea = © 39124009100 | White | 24aWG | 7x32AWG | 122mm | 5272827 | 97.31 
@ 2922 YLOO1 Yellow | 22AWG | 19x34AWG 0.041" R22RC SIZE S09 @ 39124 004100 Yellow | 24AwG | 7x32AWG | 122mm | 5272819 97.31 
© 2920 BKO01 Black | _20AWG | 19x32AWG | __0.048" Zz cal @ 39122010100 Black | 22AWG | 7x30AWG | 135mm | 5212809 | 107.36 
@ 2920 BLOO1 Blue | 20AWG | 19x32AWG 0.048" [22803383 = © 39122 013100 Blue | 22AWG | 7x30AWG | 135mm | 5272811 30.67 
© 2020 BRO Brown | 20AwG | 19x32AWG | 0.048" | 22AC3385 | 509.93 esc T OND Brown | 2oAwe | 7x30AWG | 135mm | SaTz7ea | 407.36 
@ 2920 GROO1 Green | 20AWG | 19x32AWG | 0.048" | 22AC3387 | 509.93 @ 3012005100 | Green| 22awe | xauawe | 135mm [eee are 
© 2920 ORO! Orange | 20AWG | 10x32AWG 0.048" [220358908 |Moeera @ 39122 008100 Grey | 22AWwG | 7xa0AWG | 135mm | 5272805 | 115.87 
© 2920 RDOO1 Red | 20AWG | 19xa2AWG | 0.046" [ZAC Se0 TI SOLIS @ 39122003100 | Orange | 22AWG | 7x30AWG | 135mm | 5272798 30.67 
© 2920 SLOO1 Slate | 20AWG | _19x82AWG 0.048" (22nGs208 = @ 39122 007100 Purple | 22AwG | 7x30AwWG | 135mm | 5272803 | 107.36 
@ 2920 Vi001 Violet | 20AWG | 19x32AWG | 0.048" | 22AC3395 a San Red} paw} 7agoAWwG 11 35mm soezae — 
@ 2920 WHOO1 White | 20awG | ‘1ox32awG | 0.048" | 22AC3397 | 509.93 SKID White | 20AWG | 7x30AWwG | 135mm | s212807 | 407.36 
© 2920 YLO01 Yellow | 20AWG | 19x32AWG | 0.048" | 22AC3399 | 509.93 ane Black | 20AWG | 1oxa0AWG 1 1.55mm Ps Sanarao le age 
© 2018 BKO01 Black | 1AWG | 18x30AWG | 0.056" [REREEad = © 39120 013100 Blue | 20AwG | 1ox30AwG | 155mm | 5272792 | 137.63 
2218 BL001_ | Blue | TBA | 18xS0AWG | __0.056" _|_22AC3363 | “39120001100 | Brown | 20AWG | TOx30AWG | 155mm | s2T2774 | 137.63 
© 2018 BROO1 Brown | 18AWG | 18x30AWG | 0.056" (RRZRESHES = © 39120005100 | Green | 20AWG | 10x30AWG | 155mm | 5272782 | 4137.63 
@ 2918 GROO1 Green | 18AWG | 19x30AWG 0.058" __|_22AC3367_| 876.85 @ 39120 008100 Grey | 20AWG | 10x30AWG | 155mm | 5272786 43.09 
@29180R001 | Orange | 18AWG | ‘1ox30AWG | 0.058" | 22AC3369 | 937.75 @ 30120003100 | Orange | 20AWG | 10x30AWG | 155mm | S2T2778 aatea 
© 2918 RDOO1 Red | 18AWG | ‘19x30AWG | 0.058" | 22AC3371 | 876.65 © 30120007100 | Purple | 20AWG | 10x30AWG ] 155mm] SaT2784 1137.63 
© 2018 SLOO1 Slate | 18AwG | 19x30AWG | 0.058" | 22AC3373 | 876.85 Senn Red | 20AWG | toavawG 11 55mm | NESE 5085 
@ 2918 i001 Violet | 18AWG | 19x30AWG | 0.058" | 22AC3375 a ein Whte | DAWG | “iOOAWG | 7S5mm eae BORG 
© 2018 WHOO1 White | 18AWG | 19x30AWG | 0.056" | RRAARCSS TA siaotes © 39118 010100 Black | 18AWG | 16x30AWG | 1.753mm | 5272770 | 208.67 
@ 2918 YLOOt Yellow | 18AWG | 19x30AWG | __ 0.056" [RZ2AC 22790 sore © 30118 013100 Blue | 18AWG | 16x30AWG | 1.753mm | 5272772 | 4193.34 
© 2016 BKOO1 Black | ‘6AWG | 19x0.297mm | 0.069" | 22AC3341 | 59.59 “ea08001100 | rom 1eANG | 1ea0AWWG 1 1753mm 
© 2916 BLOO Blue | 16AWG | 19x0.207mm_| 0.069" R22RC Sec ooaaal © 30118 005100 Green | 18AWG | ‘6x30AWG | 1.753mm | 5272762 | 493.34 
© 2076 BROT Brown | 16AWG | 19x0.297mm | 0.069" | 22AC3345 | 3696.00 ea01i8 008100 Grey | 48AWG | tex30AWG | 1.753mm ] s2T2768 1 p08 67 
© 2916 GROO1 Green| 16AWG | 19x0.207mm_| 0.060" [2B eel © 39118 007100 Purple | 18AWG | t6x30AWG | 1.753mm | 5272764 | 193.34 
@29160R001 | Orange | 16AWG | 19x0.207mm | 0.069" | 22AC3349 | 999.71 Sasa Red | 16AWG | téx0AwG | 1.753mm | 5272756 | 208.67 
© 2916 RDOOt Red | 18AWG | 19x0.207mm | 0.060" eel = © 39118 009100 White | 18AwG | 16x30AWG | 1.753mm | 5272768 | 193.34 
© 2916 SLOO1 Slate | teAwG | 19x0.297mm | 0.069" | 22AC3353 = 
> CONTINUED > > CONTINUED > 
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WIRE & CABLE 
HOOK-UP WIRE 


GreenChoice™ PPO HOOK-UP WIRE (CONT.) GreenChoice™ PPO HOOK-UP WIRE (CONT.) 
Price per Price per 
Wire External Spool Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter | Stock No. 1-4+ Mfg. Part No. Color Size Stranding Diameter | Stock No. 1-4+ 
100 ft 1000 ft 
@ 39118 004100 Yellow 18AWG | 16x30AWG | 1.753mm | 5272760 53.78 @ 39118 0101000 Black 18AWG | 16x30AWG | 1.753mm | 5272771 | 1479.55 
@ 39116 010100 Black 16AWG | 26x30AWG 2.14mm 5272748 240.13 @ 39118 0131000 Blue 18AWG | 16x30AWG | 1.753mm | 5272773 | 1479.55 
@ 39116 013100 Blue 16AWG | 26x30AWG 2.11mm 5272750 240.13 @ 39118 0011000 Brown 18AWG | 16x30AWG | 1.753mm | 5272755 | 1479.55 
@ 39116 001100 Brown 16AWG | 26x30AWG 2.11mm 5272732 240.13 @ 39118 0051000 Green 18AWG | 16x30AWG | 1.753mm | 5272763 | 1479.55 
@ 39116 005100 Green 16AWG | 26x30AWG 2.11mm 5272740 66.79 @ 39118 0081000 Grey 18AWG | 16x30AWG | 1.753mm | 5272767 | 1479.55 
@ 39116 189100 Green, Yellow | 16AWG | 26x30AWG 2.14mm 5272752 293.61 @ 39118 0031000 Orange 18AWG | 16x30AWG | 1.753mm | 5272759 | 1479.55 
@ 39116 008100 Grey 16AWG | 26x30AWG 2.11mm 5272744 66.79 @ 39118 0021000 Red 18AWG | 16x30AWG | 1.753mm | 5272757 | 1479.55 
@ 39116 002100 Red 16AWG | 26x30AWG 2.11mm 5272734 240.13 @ 39118 0091000 White 18AWG | 16x30AWG | 1.753mm | 5272769 | 1479.55 
@ 39116 009100 White 1GAWG | 26x30AWG | 2.11mm_| 5272746 66.79 @ 39116 0101000 Black 26x30AWG | 2.11mm | 5272749 | 1777.44 
@ 39116 004100 Yellow 16AWG | 26x30AWG 2.14mm 5272738 240.13 @ 39116 0131000 Blue 26x30AWG 2.14mm 5272751 | 1777.44 
@ 39114 010100 Black 14AWG | 41x30AWG | 2.464mm | 5272726 358.80 @ 39116 1891000 | Green, Yellow 26x30AWG 2.11mm 5272753 | 1747.53 
@ 39114 013100 Blue 14AWG | 41x30AWG | 2.464mm | 5272728 332.45 @ 39116 0021000 Red 26x30AWG 2.14mm 5272735 | 1777.44 
@ 39114 001100 Brown 14AWG | 41x30AWG | 2.464mm | 5272710 332.45 @ 39116 0091000 White 26x30AWG 2.14mm 5272747 | 1777.44 
@ 39114 005100 Green 41x30AWG | 2.464mm | 5272718 332.45 @ 39114 0101000 Black 41x30AWG | 2.464mm | 5272727 | 2990.42 
@ 39114 189100 Green, Yellow 41x30AWG | 2.464mm | 5272730 334.88 @ 39114 0131000 Blue 41x30AWG | 2.464mm | 5272729 | 2910.77 
@ 39114 008100 Grey 41x30AWG | 2.464mm | 5272722 332.45 @ 39114 0051000 Green 41x30AWG | 2.464mm | 5272719 | 2910.77 
@ 39114 003100 Orange 41x30AWG | 2.464mm | 5272714 332.45 @ 39114 1891000 | Green, Yellow 41x30AWG | 2.464mm | 5272731 | 3065.47 
@ 39114 007100 Purple 41x30AWG | 2.464mm | 5272720 —_ @ 39114 0081000 Grey 41x30AWG | 2.464mm | 5272723 = 
@ 39114 002100 Red 41x30AWG | 2.464mm | 5272712 332.45 @ 39114 0021000 Red 41x30AWG | 2.464mm | 5272713 | 2990.42 
@ 39114 009100 White 41x30AWG | 2.464mm | 5272724 332.45 @ 39114 0091000 White 41x30AWG | 2.464mm | 5272725 | 2990.42 
@ 39114 004100 Yellow 41x30AWG | 2.464mm | 5272716 332.45 @ 39112 0101000 Black 65x30AWG | 2.82mm 5272705 | 3891.53 
@ 39112 010100 Black 65x30AWG 2.82mm 5272704 531.77 @ 39112 0131000 Blue 65x30AWG 2.82mm 5272707 | 3891.53 
@ 39112 001100 Brown 65x30AWG 2.82mm 5272688 = @ 39112 0011000 Brown 65x30AWG 2.82mm 5272689 — 
@ 39112 005100 Green 65x30AWG 2.82mm 5272696 531.77 @ 39112 0051000 Green 65x30AWG 2.82mm 5272697 | 3891.53 
@ 39112 189100 Green, Yellow 65x30AWG 2.82mm 5272708 534.23 @ 39112 1891000 | Green, Yellow 65x30AWG 2.82mm 5272709 | 3918.78 
@ 39112 008100 Grey 65x30AWG 2.82mm 5272700 64.83 @ 39112 0021000 Red 65x30AWG 2.82mm 5272691 | 3891.53 
@ 39112 003100 12AWG | 65x30AWG 2.82mm 5272692 531.77 @ 39112 0091000 White 65x30AWG 2.82mm 5272703 | 3891.53 
@ 39112 007100 12AWG | 65x30AWG 2.82mm 5272698 = @ 39112 0041000 Yellow 65x30AWG 2.82mm 5272695 aS 
@ 39112 002100 Red 65x30AWG 2.82mm 5272690 531.77 @ 39110 0101000 Black 105x30AWG | 3.66mm 5272683 | 6244.03 
@ 39112 009100 White 65x30AWG 2.82mm 5272702 531.77 @ 39110 0011000 Brown 105x30AWG | 3.66mm 5272667 | 6244.03 
@ 39112 004100 Yellow 65x30AWG 2.82mm 5272694 = @ 39110 0051000 Green 105x30AWG | 3.66mm 5272675 | 6244.03 
@ 39110 010100 Black 105x30AWG | 3.66mm 5272682 904.93 @ 39110 1891000 | Green, Yellow 105x30AWG | 3.66mm 5272687 = 
@ 39110 013100 Blue 105x30AWG | 3.66mm | 5272684 | 904.93 © 39110 0031000 Orange 105x30AWG | 3.66mm | 5272671 = 
@ 39110 001100 Brown 105x30AWG | 3.66mm 5272666 — @ 39110 0071000 Purple 105x30AWG | 3.66mm 5272677 = 
@ 39110 005100 Green 105x30AWG | 3.66mm 5272674 = @ 39110 0021000 Red 105x30AWG | 3.66mm 5272669 | 6244.03 
@ 39110 189100 Green, Yellow 105x30AWG | 3.66mm 5272686 907.64 @ 39110 0041000 Yellow 105x30AWG | 3.66mm 5272673 = 
@ 39110 008100 Grey 105x30AWG | 3.66mm 5272678 904.93 5000 ft 
@ 39110 003100 Orange 105x30AWG | 3.66mm 5272670 904.93 @ 39128 0105000 Black 28AWG | 7x36AWG 0.991mm | 5478635 | 2164.71 
@ 39110 007100 Purple 105x30AWG | 3.66mm 5272676 904.93 @ 39128 0035000 Orange 28AWG | 7x36AWG 0.991mm | 5478629 | 2164.71 
@ 39110 002100 Red 105x30AWG | 3.66mm 5272668 904.93 @ 39128 0075000 Purple 28AWG | 7x36AWG 0.991mm | 5478632 | 2164.71 
@ 39110 009100 White 105x30AWG | 3.66mm 5272680 904.93 @ 39126 0105000 Black 26AWG | 7x34AWG 1.092mm | 5478625 | 2309.85 
@ 39110 004100 Yellow 10AWG | 105x30AWG | 3.66mm 5272672 = @ 39126 0055000 Green 26AWG | 7x34AWG 1.092mm | 5478621 | 2309.85 
1000 ft @ 39124 0135000 Blue 24AWG | 7x32AWG 1.22mm 5478616 | 2685.98 
@ 39128 0101000 Black 28AWG | 7x36AWG 0.991mm | 5272869 558.59 @ 39122 0085000 Grey 22AWG | 7x30AWG 1.35mm 5478603 | 3024.93 
@ 39128 0021000 Red 28AWG | 7x36AWG 0.991mm | 5272856 = @ 39122 0035000 Orange 7x30AWG 1.35mm 5478599 | 3024.93 
@ 39126 0051000 Green 26AWG | 7x34AWG 1.092mm | 5272842 534.48 @ 39122 0025000 Red 7x30AWG 1.35mm 5478598 | 3024.93 
@ 39124 0101000 Black 24AWG | 7x32AWG 1.22mm 5272830 693.40 @ 39122 0095000 White 7x30AWG 1.35mm 5478604 | 3024.93 
@ 39124 0131000 Blue 24AWG | 7x32AWG 1.22mm 5272832 693.40 @ 39120 0135000 Blue 10x30AWG 1.55mm 5478596 | 4000.20 
@ 39124 0011000 Brown 24AWG 7x32AWG 1.22mm 5272814 693.40 @ 39120 0085000 Grey 10x30AWG 4.55mm 5478593 | 4000.20 
@ 39124 0051000 7x32AWG 1.22mm 5272822 693.40 @ 39120 0095000 White 10x30AWG 1.55mm 5478594 | 4000.20 
@ 39124 0081000 7x32AWG 1.22mm 5272826 = @ 39118 0105000 Black 16x30AWG | 1.753mm | 5478585 (|e) 
@ 39124 0031000 7x32AWG 1.22mm 5272818 = @ 39118 0025000 Red 16x30AWG | 1.753mm | 5478578 dead. 
@ 39124 0071000 7x32AWG 1.22mm 5272824 693.40 @ 39116 0135000 Blue 26x30AWG 2.11mm 5478575 1.59 
@ 39124 0021000 7x32AWG 1.22mm 5272816 693.40 @ 39116 0055000 Green 26x30AWG 2.11mm 5478570 | 7127.79 
@ 39124 0091000 7x32AWG 1.22mm 5272828 693.40 @ 39116 1895000 | Green, Yellow 26x30AWG 2.14mm 5478576 2.15 
@ 39124 0041000 7x32AWG 1.22mm 5272820 ee @ 39116 0075000 Purple 26x30AWG 2.14mm 5478571 | 7127.79 
@ 39122 0101000 7x30AWG 1.35mm 5272810 = @ 39114 0105000 Black 41x30AWG | 2.464mm | 5478563 2.73 
@ 39122 0131000 7x30AWG 1.35mm 5272812 775.72 @ 39114 0135000 41x30AWG | 2.464mm | 5478564 2.73 
@ 39122 0011000 7x30AWG 1.35mm 5272795 775.72 @ 39114 0055000 41x30AWG | 2.464mm | 5478559 |12237.78 
@ 39122 0051000 7x30AWG 1.35mm 5272802 775.72 @ 39114 1895000 | Green, Yellow | 14AWG | 41x30AWG | 2.464mm | 5478565 2.68 
@ 39122 0081000 Tx30AWG 1.35mm 5272806 115.12. @ 39114 0025000 Red 14AWG | 41x30AWG | 2.464mm | 5478556 2.73 
@ 39122 0031000 7x30AWG 1.35mm 5272799 775.72 @ 39112 0055000 Green 12AWG | 65x30AWG | 2.82mm 5478548 |45717.60 
@ 39122 0021000 7x30AWG 1.35mm_ | 5272797 | 775.72 @ 39112 0085000 Grey 12AWG | 65x30AWG | 2.82mm | 5478550 |15717.60 
@ 39122 0091000 7x30AWG 1.35mm 5272808 775.72 @ 39110 0055000 Green 10AWG | 105x30AWG | 3.66mm 5478537 |25261.44 
@ 39120 0131000 Blue 20AWG | 10x30AWG 1.55mm 5272793 | 1002.70 @ 39110 1895000 | Green, Yellow | 10AWG | 105x30AWG | 3.66mm 5478543 5.66 
@ 39120 0011000 Brown 20AWG | 10x30AWG 1.55mm 5272775 900.69 @ 39110 0085000 Grey 10AWG | 105x30AWG | 3.66mm 5478539 5.63 
@ 39120 0051000 Green 20AWG | 10x30AWG 1.55mm 5272783 | 1002.70 @ 39110 0045000 Yellow 10AWG | 105x30AWG | 3.66mm 5478536 |25261.44 
@ 39120 0081000 Grey 20AWG | 10x30AWG 1.55mm 5272787 = PIM. 197379 
@ 39120 0031000 Orange 20AWG | 10x30AWG 1.55mm 5272779 | 1002.70 
@ 39120 0071000 Purple 20AWG | 10x30AWG 1.55mm 5272785 900.69 
@ 39120 0091000 White 20AWG | 10x30AWG 1.55mm 5272789 | 1002.70 
> CONTINUED > 
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HOOK-UP WIRE 


HIGH-TEMPERATURE PTFE INSULATED HOOK-UP BELDEN HIGH-TEMPERATURE PTFE INSULATED HOOK-UP WIRE (CONT.) 


MIRE SENDING ALL THE RIGHT SIGNALS Price per 
Wire External Spool 
F Ge tinoiat Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
4 Aalable 400 ft, UL Style 1213 105°C Type E, MIL-W-1687E/4 PTFE — 600V, 200°C 
a Al GS 82007 009100 | wite [aaa [Txa6anG T0.88amm | a7Keza7 [97.76 
a © 83001004100 | Yellow | 28AwG | 7x36AWG | 0.680mm | 87K6245 | 97.76 
 } © 83002001100 | Brown | 26AWG | 7x24AWG | 094mm | o2F4718 | 105.07 
All high-temperature hook-up wire listed in the table below feature an extruded PTFE (polytetrafluoroethylene) @ 83002 006100 Blue 26AWG 7x34AWG 0.94mm 02F4723 105.07 
insulated silver-plated copper conductor. Passes VW-1 vertical wire flame test; UL recognized, CSA certified. @ 83002 005100 Green 26AWG 7x34AWG 0.94mm 88K2193 105.07 
Diner sizes ani colors evelleble, go one OF eal: 83002007100 | Purple | 26AWG | 7x34AWG | 094mm | 02F4724 | 105.07 
ae vai © 83002 002100 Red | 26AwG | 7xa4AWG | 094mm | 02F4719 | 105.07 
Wire : External rs @ 83002 009100 White 26AWG 7x34AWG 0.94mm 87K2715 105.07 
one Part No. Color Size Stranding Diameter Stock No. 1-4+ “@ 23002004100 | Yalow | 2eAwG | 7xa4awG | 0.4mm ~ |SuaRt 
© 83000010100) Black] S0Awe ] 7xG8AWG ] 081amm ] SeKa192-] 9645 © 83002010100 | Black | 26AwG | 7x34AWG | 099mm | 02F4727 | 105.07 
© 83000 006100 Blue | s0AWG | 7x38AWG | O81amm | 87K271 | 96.15 @83002008100_| Grey _| 26AWG | 7xS4AWG | 0.901mm _[EROZRSZZSRE BSICEI0g 
@ 83000005100 | Green | 30AWG | 7x38AWG | 0813mm | 87K2710 | 96.15 © 83002003100 | Orange | 26AWG | 7x34AWG | 0.991mm | 02F4720 | 105.07 
© 83000 002100 Red | 30AWG | 7xgeAWG | 0.813mm Naa Raroaial CARTS © 83004010100 | Black | 24awG | 7x32AWG | 1.118mm | e7K2719 | 111.34 
© 83000009100 | wie | aoawe | 7xagawe | 08tamm | ogmkaraguc) ees © 83004 006100 Blue | 24AwG | 7x32AWG | 1.118mm | 87K6251 | 111.94 
53008010100 | Black | 24awe | toaeawe | 0914mm —[iISNeane meee © 83004001100 | Brown | 24AWG | 7x32AWG | 1.118mm | o2Fa769 | 111.34 
© 22009 010100 | Black | 2zawG | 7xa0AvG | 71 087mm near © 83004005100 | Green | 24awG | 7x32AWG | 1.118mm | 88K2194 | 411.34 
@ 83049 008100 Grey | 22awG | 7x30AWG | 1.067mm | 02F5993 | 131.30 85004008100 Grey | 24AWG | 7x32AWG | 1.118mm_ | 87K2722_ | 111.34 
Tena Red | 20AWG | 7¥Z0WG | 71.067mm — a © 83004003100 | Orange | 24AwG | 7x32AWG | 1.118mm | 67K6250 | 111.34 
© 85049000100 | Whe | 2oAwe | 7x20AWG | —1.067mm a © 83004007100 | Purple | 24awG | 7x32AWG | 1.118mm | 2Fa775 | 111.34 
@ 83010 006100 Bue | 16aWG | 19x29AWG | 193mm | 87K2742 | 280.94 976500800200 Red__| 24awe | 7xa2awG | 1-118mm | 87kKa720 | 111.34 
© 83010004100 | Yellow | 16awG | 1ox20awG | 193mm | 02F4839 | 280.94 © 83004004100 | Yellow | 24AWG | 7x32AWG | 1-118mm_ | 87K2721_ | 111.34 
© 83010 010100 Black | 16AWG | ‘19x29AWG | 1.956mm | 02F4845 | 280.94 @ 83005 006100 Blue | 22awG | 7x30AWG | 1.245mm | 87K2726 | 134.45 
© 83010 002100 Red | 16awG | 19x29AwG | 1.956mm | 02F4837 | 280.94 © 83005001100 | Brown | 22AWG | 7x30AWG | 1.245mm | 87K2724 | 134.45 
@ 83010 009100 White | 16AWG | 19x29AWG | 1.956mm | 87K2743 | 280.94 © 83005005100 | Green| 22AWG | 7x30AWG | 1.245mm_ | 02F4796_ | 134.45 
100 ft, UL Style 1180 300V, 200°C Type EE, MIL-W-16878/5 PTFE — 1000V, 200°C = ae nn Sas — baa om at 194.48 
© 83025 002100 Red | 22AWG | 7x30AWG | 1.524mm | 87K1643 | 152.28 
© 83026 010100 Black | 22AWG | 19x34AWG | 1.499mm | 87K1646 | 475.64 © 83005007100_| Purple | 22AWG | 7x30AWG | 1.245mm | B7K6252_ | 134.45 
“83026001100 | Brown | 22awG | 1oxa4AWG | 1499mm | 87K2746 | 475,94.  -©.88005.009100 White | 22AWG | 7x30AWG | 1.245mm | 02F4800 | 134.45 
© 83026005100 | Green | 22awG | 19a4awG | 1499mm | e7k1647 | 175.64 © 83005010100 | Black | 22AWG | 7x30AWG | 127mm | 02F4801_| 134.45 
@ 83026 008100 Grey | 22AWG | 19x34AWG | 1.499mm | 87K6263 | 175.64 @ 85006 008100 Grey | 22AWG | 19x34AWG | 1.218mm | 87K2729 | 154.63 
© 83026003100 | Orange | 22awG | 1ox3a4awG | 1499mm | 87K2748 | 175.64 © 83006003100 | Orange | 22AWG | 19x34AWG | 1.219mm | 87K6254 | 54.79 
53026007100 | Purple | azawe | teasawe | 1299mm —/lnoREsaGnel inet © 83006007100 | Purple | 22AwG | 1oxa4awG | 1.219mm | 02F5549 | 124.83 
te s006 007100 Red | 22wG | 1oxa4wG | 1.400mm © 83006 002100 Red | 22AwG | 1oxa4AWG | 1.219mm | 87K6253 | 154.63 
@ 83026 009100 White | 22AWG | 19x34AWG | 1.499mm | 02F5838 | 175.64 © 83006 010100 Black | 22AWG | 19x34AWG | 1.27mm | 02F5552_ | 154.63 
© 83026004100 | Yellow | 22awG | 19x34awG | 1499mm | 87K2749 | 175.64 © 83006.006100_| _Blue__| 22AWG | 19xMAWG | _1.27mm_|RRSURG2I0RN el SCome 
© 83028 010100) Black | 20awe ) 7x28awG ) a727mm | e7Ka7s1 | aa7 44 © 83006001100 | Brown | 22AWG | 1oxa4AWG | 127mm | @7K2727 | 154.63 
© 83028005100 | Green | 20AwG | 7x28AWG | 1.727mm | 87K1664 | 197.41 © 83006005100 | Green| 22AWG | 19xQ4AWG | 127mm |RRBIKZT20RE Eiioaiog 
@ 83028003100 | Orange | 20awG | 7x28AWG | 1.727mm | 87K1662 | 187.41 © 83006 009100 White | 22awG | 19x34aWG | 1.27mm | 87K2730_ | 154.63 
55058, 009100 Red | 20Awe | 72BAWG | —1.727mm IES re © 83006004100 | Yellow | 22AWG | 19x34AWG | 127mm | 02F5546 | 154,63 
© 83028009100 | White | 20awG | 7x28AWG | 1.727mm | e7K1605 | 187.41 © 83008010100 _|_Black | 20AWG | 7x28AWG | 1473mm | 87K2734 | 168.15 
© 83027 010100 Black | 20AWG | 19x32AWG [| 1.727mm | 02F5861 | 175.20 9 83008006100 Blue | 20AWG | 7x28AWG | 1.473mm_ | 87K6257_| 168.15 
© 83027 006100 Blue | 20aWG | 19x32AWG | 1.727mm | 02F5857 | 175.20 © 83008 001100__| Brown | 20AWG | 7x28AWG | 1.473mm_ | O2F5007 || 47.82 
83027001100 | Brown | 20AWG | 19x32AWG | 1.727mm | 02F5852 | 20108. — 2-83008.905100 Green | 20AWG | 7x28AWG | 1473mm | 87K2736 | 168.15 
© 83027005100 | Green | 20aWwG | 19xa2AWG | 1727mm | 87K6264 | 115.21 @ 83008.003100_| Orange _| 20AWG | 7x28AWG | 473mm [BRST Aen 
© 83027 008100 Grey | 20AWG | 19x32AWG | 1.727mm | 87K1652 | 208.44 © 83008 002100 Red | 20awG | 7x26awG | 1.473mm_| 02F6598 | 168.15 
© 83027003100 | Orange | 20AWG | 19x32AWG | 1.727mm | 02F5854 | 208.44 @ 83008 009100 White [| 20awG [| 7x2eawG | 1.473mm | 87K2737_| 168.15 
© 83027007100 | Purple | 20awc | 19x32awG | 1.727mm | 02F5858 | 208.44 © 83008004100__| Yellow | 20AWG | 7x28AWG | 1.473mm_ | 87K1618_ | 103.80 
© 83027 002100 Red | 20AWG | 19x32AWG | 1.727mm | 02F5853 | 217.02 © 83007 010100__| Black | 20AWG | T8xS2AWG | 142mm _[EROZiSSGI TESI22me 
© 83027 009100 White | 20AWG | 19x32AWG | 1.727mm | 02F5860 | 2147.02 © 83007 006100 Blue | 20AWG | 19x32AWG | 1.422mm_ | 87K2732_ | 185.22 
@ 83027004100 | Yellow | 20AWG | 19x32AWG | 1.727mm | 87K2750 | 180.63 © 83007001100__| Brown | 20AWG | 19x32AWG | 1.422mm | 87K2731_| 185.22 _ 
© 83030 010100 Black | 16AWG | 19x29AWG | 2235mm | 02F5425 | 318.92 © 83007005100 | Green _| 20AWG | 19x32AWG | 1.422mm | O2F5576 | 185.22 
@ 83030 006100 Blue | 16AWG | 19x29AWG | 2235mm | 02F5421 | 318.92 © 83007-008100 Grey | 20AWG | 19x32AWG | 1.422mm_ | 02F5579 | 185.22 
© 83030 007100 Brown | 16AWG | 19x29AWG | 2.235mm | 87K2754 | 318.92 © 83007 003100__| Orange | 20AWG | 19x32AWG | 1422mm | 02F5574 | 185.22 
© 83030005100 1 Green| teawe | texaoawe | 2238mm 1 o2Fsa20 | 318.90 © 83007007100 | Purple | 20AWG | 1ox32AwG | 1422mm | 02F5578 | 4185.20 
© 83030 008100 Grey | 16AWG | 19x29AWG | 2.235mm | 87K1674 | 318.92 ers3007 002100 Red | 20AWG | 19x32AWG | 1.422mm | EO2RD/S INE I85:22 
© 83030003100 | Orange | 16AWG | 19x20AWG | 2.235mm | 87K2755 | 318.92 _ @ 83007 009100 White 20AWG 19x32AWG 1.422mm 02F5580 185.22 
© 83030007100) Purple) teAwe | 19x29AwG | 2.235mm | e7K2787 | 318.92 © 83007004100 | Yellow | 20AWG | 1ox32AwG | 1.422mm | o2Fs575 | 185.22 
Ds3030 002100 | Red | teawG | tex29Awe | 223mm | o2Fsai7 | a1e.g2 _—100-f4, UL Style 1371 105°C Type ET, MIL-W-1687E/6 PTFE —250V, 200°C 
© 83030 009100 White | 16AWG | 19x29AWG | 2236mm | 02F5424 | 318.92 SSeS 01N ING Black | 30AWG | 7x38AWG | 0.6imm | 02F5936_ | 76.97 
© 83030004100 | Yellow | 16awG | 19x20AwG | 2235mm | 87K2756 | 318.92 © 83043005100 _| Green | 30AWG | 7x38AWG | 0.61mm | 87K2758_| 95.34 
100 ft, UL Style 1213 105°C Type E, MIL-W-1687E/4 PTFE — 600V, 200°C . a aan _- — — vem a a 
© 83001010100 | Black | 28AWG | 7x36AWG | 0.880mm | 87K6243 | 97,76 
eis OF Bue | 28AWG | 7x36AWG | 0.880mm | S7Karta (] e035 100 ft, UL Style 1371 GOOV, 105°C Type E, MIL-W-16878/4 PTFE — G0OV, 200°C 
“53001 001100 | Brown | 28awG | 7x36AWG | 0.880mm | o2F4698 | 9776  -©83009010100_| Black] 18AWG | 19x30AWG | 1.727mm | 02F4825 | 240.03 _ 
© 3001005100 | Green | 28AWG | "7x6AWG | 0-880mm | ESERGaN E © 83009 006100 Blue | 18AWG | 19x30AWG | 1.727mm | 02F4821 | 240.03 
“@ 83001008100 | Grey | 28awG | 7xa6AwG | 0.880mm | e7Ke246 | 97.76  -©.83009001100__ | Brown | 18AWG | 19x30AWG | 1.727mm | 87K2738_| 240.03 _ 
53001 003100 | Orange | 2aawe | 7x38awG | 0.aomm —[NNiERRGgHaINe ne © 83009005100 | Green | 16AWG | 19x30AWG | 1.727mm | 87K2739 | 240.03 
© 83001 007100 | Purple | 26awG | 7x36AWG | 0.889mm | 02F4704 | 97.76 © 83009008100 _| Grey _| 18AWG | 19x30AWG | 1.727mm | 87K6259_ | 240.03 
e001 007100 Red | 28WG | 7x36ANG | 0.86mi © 83009003100 | Orange | 1eAWG | 1ox30AWG | 1.727mm | @7K1624 | 222.40 
@ 83009 002100 Red | 18AWG | 1oxa0AWG | 1.727mm | 87K6258 | 240.03 
> CONTINUED > > CONTINUED > 
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WIRE & CABLE 


HOOK-UP WIRE 


HIGH-TEMPERATURE PTFE INSULATED HOOK-UP WIRE (CONT.) HOOK-UP WIRE DISPENSER KITS (CONT.) 
Price per Belden Empty Wire Dispenser Rack 
Wire External Spool For Use Price Each 
Mfg. Part No. Color Size Stranding Diameter | Stock No. 1-4+ Mfg. Part No. Type With Stock No. 4-1-4+ 
100 ft, UL Style 1371 600V, 105°C Type E, MIL-W-16878/4 PTFE — 600V, 200°C @ 8800 Empty Wire Dispenser Rack Belden Hook Up Wire 20M4466 75.10 
© 83009 009100 White | 18AWG | 19x30AWG | 1.727mm | 87K2740 240.03 puaceier 
© 83009 004100 Yellow | 18AWG | 19x30AWG | 1.727mm | 87K1625 240.03 7 
1000 ft 
© 83010 0101000 Black | 16AWG | 19x29AWG | 1.93mm 87K1634 | 2700.85 ie ee BELDEN 
1000 ft, UL Style 1180 300V, 200°C Type EE, MIL-W-16878/5 PTFE — 1000V, 200°C SENDING ALL THE RIGHT SIGNALS 
@ 83026 0101000 Black | 22AWG | 19x34AWG | 1.499mm | 87K1648 | 1616.55 —=—— = Severs 
© 83029 0101000 Black | 18AWG | 19x30AWG | 1.956mm | 02F5924 | 2567.39 ay eae7aeee Availabie 
© 830290011000 | Brown | 18AWG | ‘9x30AWG | 1.956mm | 02F5915 | 2567.39 pe 
“1000 ft, UL Style 1213 105°C Type E, MIL-WAG87E/4 PTFE —600V, 200°C oncuctor to prove unfom dstibuon of votage sresses,payetylene insulation, and black or red PVC 
© 83001 0101000 Black | 28AWG | 7x36AWG | 0.889mm | 87K6249 833.85 outer jacket. 
© 83002 0101000 Black | 26AWG | 7x34AWG 0.94mm 87K2716 890.14 Rica pen 
@ 83002 0061000 Blue 26AWG | 7x34AWG 0.94mm 87K1601 890.14 Wire External Spool 
@ 83002 0051000 Green 26AWG 7x34AWG 0.94mm 87K1600 890.14 Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
© 83002 0081000 Grey | 26AWG | 7x34AWG | 0.94mm | 87K1602 | 890.14 100 ft, Working Voltage — 17 kV 
@ 830020031000 | Orange | 26awG | 7x34AWG | 0.94mm | 87K1598 | 890.14 © 8869 010100 Black | 22awG [ 7x30awG [3.048mm [ 02F5621 188.88 
© 83002 0071000 Purple | 26AWG | 7x34AWG | 0.94mm 02F4736 890.14 100 ft, Working Voltage — 40 kV 
© 83002 0021000 Red 26AWG | 7x34AWG 0.94mm 87K1597 890.14 @ 8866 002100 Red 18AWG | 16x30AWG | 5.283mm 02F5685 408.52 
© 83002 0091000 White | 26awG | 7x34AWG | 094mm 02F4738 890.14 500 ft, Working Voltage — 17 kV 
@ 83002 0041000 Yellow | 26AWG | 7x34AWG 0.94mm 87K1599 890.14 @ 8869 010500 Black | 22AWG | 7x30AWG 3.048mm 89K8249 689.95 
© 83002 0011000 Brown | 26AWG | 7x34AWG | 0.991mm | 87K1596 | 90.14 500 ft, Working Voltage — 30 kV 
© 83004 0091000 White | 24AWG | 7x32AWG | 1.118mm | 02F4790 962.88 © 9867 002500 Red 20AWG 7x28AWG 4.851mm 90B3566 | 1153.34 
© 83005 0101000 Black | 22AWG | 7x30AWG | 1.245mm | 87K1609 | 1202.37 500 ft, Working Voltage — 40 kV 
“@ 830050061000 | Blue | 22AWG | 7x30AWG | 1.245mm | 02F4811 | 1202.37 @ 8866 002500 Red 18AWG 16x30AWG | 5.283mm 87K7287 | 1697.97 
© 83005 0011000 Brown | 22AWG | 7x30AWG | 1.245mm | 02F4806 | 4202.37 PIM_192104 
© 83005 0051000 Green | 22AWG | 7x30AWG | 1.245mm | 02F4810 | 4202.37 
@ 83005 0081000 Grey 22AWG 7x30AWG 1.245mm 02F4813 1202.37 PVC INSULATED HOOK-UP WIRE BELDEN 
© 83005 0031000 Orange | 22AWG | 7x30AWG | 1.245mm | 02F4808 | 1202.37 
@ 83005 0071000 Purple 22AWG 7x30AWG 1.245mm 87K1611 1202.37 SENDS SS InE Meni Senay 
© 83005 0021000 Red 22AWG | 7x30AWG | 1.245mm | 87K1610 | 1202.37 SeBiere Ave 
© 83005 0041000 Yellow | 22AWG | 7x30AWG | 1.245mm | 02F4809 | 1202.37 Available 
© 83005 0091000 White | 22AWG | 7x30AWG 1.27mm 02F4814 | 1202.37 AY @ 
@ 83006 0101000 a 228NG 1O4AWG 1.219mm O2k Sat 1413.53 ® Stranded or solid tinned copper conductor — solid  @ Other sizes and colors are available; go online 
© 83006 0091000 White | 22AwWG | 19x34AWG | 1.27mm 87K6256 | 1413.53 suitable for wire wrap applications of cal 
@ 83007 0101000 Black | 20AWG | 19x32AWG | 1.422mm | 87K2733 | 1718.32 © UL recognized, CSA certified 
@ 83007 0021000 Red 20AWG 19x32AWG 4.422mm 87K1615 1718.32 UL Style 1061 300V, 80°C; CSA Type AWM — Semi-Rigid PVC Insulation 
© 83007 0091000 White | 20AWG | 19x32AWG | 1.422mm | 87K1617 | 1387.23 oe al 
1000 ft, UL Style 1371 105°C Type ET, MIL-W-1687E/6 PTFE — 250V, 200°C Wire , External = epee 
© 83043-1 ae Red ‘é 30AWG | 7x38AWG | O6imm ] 87K1684 | 769.59 oae ve Color Size__| Stranding | Diameter _[MRStGERINGEIS ais 
ee a Lee mn lS Sos @ 9986 010100 Black 28AWG | 7x36AWG | 0.889mm 03F1976 81.25 
rei © 9986 003100 Orange | 28AWG | 7x36AWG | 0.880mm | 03F1971 | 81.25 
pe ee ee © 9986 002100 Red 28AWG | 7x36AWG | 0.889mm | 87K2881 81.25 
HOOK-UP WIRE DISPENSER KITS BELDEN @ 9986 009100 White 28AWG | 7x36AWG | 0.889mm | 87K7507 81.25 
= @ 9977 010100 Black 28AWG Solid 0.838mm 02F5491 64.40 
{ Belden eee ane © 9977 005100 Green | 28AWG Solid 0.838mm | 02F5487 | 64.40 
Gee simpiat © 9977 002100 Red 28AWG Solid 0.838mm 02F5484 64.40 
{ \ Meatae “9977 009100 White | 28AwG | Sold 0.838mm | 02F5490 | 64.40 
MI) @ 9985 010100 Black 26AWG | 7x34AWG | 0.991mm | 02M5452 86.61 
@ 9985 013100 Blue 26AWG | 7x34AWG | 0.991mm 03F1997 86.61 
poorer @ 9985 001100 Brown | 26AWG | 7x34AWG | 0.991mm 03F1988 86.61 
@ 9985 005100 Green | 26AWG | 7x34AWG | 0.991mm | 87K6400 86.61 
9531 @ 9985 008100 Grey 26AWG | 7x34AWG | 0.991mm | 87K2879 86.61 
© Stranded tinned copper conductor @ PVC insulation in popular colors @ 9985 003100 Orange 26AWG 7x34AWG 0.991mm 87K2877 86.61 
Ideal for R&D labs, engineers and technicians. Choose from four ready-made kits containing five 100’ spools or @ 9985 002100 Red 26AWG 7x34AWG 0.991mm 03F1989 73.84 
eight 25’ spools of Belden hook-up wire, suitable for military applications, packaged on a portable wire dispenser @ 9985 009100 White 26AWG 7x34 AWG 0.991mm 87K2880 6053 


rack for field work, or for workbench or wall mount use. Or custom create a hook-up wire kit using mfg. part no. 
8800 Belden empty wire dispenser rack and selecting the type and color of Belden hook-up wire you need, in five @ 9985 004100 


Yellow 26AWG 7x34AWG 0.991mm 87K2878 86.61 


100’ spools or eight 25’ spools, then simply place spools on rack; all ordered separately. @ 9976 010100 Black 26AWG Solid 0.914mm 87K6382 55.81 

Price per @ 9976 002100 Red 26AWG Solid 0.914mm 87K6383 55.81 

| Kit @ 9976 009100 White 26AWG Solid 0.914mm 87K2859 55.81 

Mig. PartNo. ___ = Contents StockiNos MEL © 9984 010100 Black | 24AWwG | 7xa2AWG | 1.118mm | 03F2016 | 92.38 

= nov = arte s in San No BSED GENS 7b) LE © 9984 013100 Blue | 24AWG | 7x2AWG | 118mm | 03F2017 | 92.38 

ig ’ Spools of Mfg. Part No. , 16x. -W- 506.20 

76C Type MW Hook Up Wire in Brown, Red, Orange, Yellow, Green, © 9984 005100 Green 24AWG TxS2AWG 4.118mm Usk202 eis 

Blue, White, Black, and Dispenser Rack @ 9984 003100 Orange 24AWG 7x32AWG 4.118mm 03F2010 41.37 

@ 8824 Eight 25’ Spools of Mfg. Part No. 8523 20AWG, 10x30 MIL-| 36F181 480.69 @ 9984 002100 Red 24AWG 7x32AWG 1.118mm 03F2009 92.38 

W-76C Type MW Hook Up Wire in Brown, Red, Orange, Yellow, @ 9984 009100 White | 24AwG | 7x32AWG | 1.118mm | 03F2015 | 92.38 

Green, Blue, Wile, Black, and Dispenser Rack @ 9984 004100 Yell 24AWG | 7x32AWG | 1.118 87K2876 

@ 9531 Five 100’ Spools of Mfg. Part No. 8524 22AWG, 7x30 MIL-W-| 87K2834 | 534.03 Sow 5 Tlomm 92.38 

76C Type MW Hook Up Wire in Red, Green, Blue, White, Black, @ 9975 010100 Black 24AWG Solid 1.016mm 87K6380 26.98 

and Dispenser Rack @ 9975 002100 Red 24AWG Solid 1.016mm 02F5524 19.80 

Rated 600V — -40°C to +105°C @ 9982 010100 Black 20AWG 7x28AWG 1.473mm 03F2056 137.99 

@ 8825 Five 100’ Spools of Mfg. Part No. 8502 20AWG, 7x28} 36F182 693.70 @ 9982 013100 Blue 20AWG 7x28AWG 1.473mm 87K6398 137.99 
MIL-W-16878/1 Type B Hook Up Wire in Red, Yellow, Green, White, 

Black, and Dispenser Rack @ 9982 005100 Green 20AWG 7x28AWG 1.473mm 03F2052 137.99 

> CONTINUED > > CONTINUED > 
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HOOK-UP WIRE 


PVC INSULATED HOOK-UP WIRE (CONT.) Type B MIL-W-16878/1 - 600V, 105°C — PVC Insulation (CONT.) 
Price per Price per 
Wire External |__Spool__ Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
100 ft, 30.5 m 1000 ft, 305 m 
@ 9982 002100 Red 20AWG | 7x28AWG 1.473mm 03F2049 | 137.99 @ 8504 0071000 Purple | 24AWG | 7x32AWG 1.118mm 02F4592 642.16 
© 9982 009100 White | 20AWG | 7x28AWG | 1.473mm_ | 87K2870_| 137.99 © 8504 0021000 Red 24AWG | 7x32AWG | 1.118mm | 87K6307 642.16 
© 9982 004100 Yellow | 20AWG | 7x28AWG | 1.473mm_| 03F2051_| 137.99 @ 8504 0091000 White | 24AWG | 7x32AWG | 1.118mm | 87K7221 642.16 
@ 9981 010100 Black 18AWG | 19x30AWG | 1.676mm 03F2076 | 146.95 @ 8504 0041000 Yellow | 24AWG | 7x32AWG | 1.118mm 87K7219 642.16 
@ 9981 013100 Blue 18AWG | 19x30AWG | 1.676mm 03F2077_ ‘| 146.95 PIM_5527122 
@ 9981 001100 Brown 18AWG | 19x30AWG | 1.676mm 87K7492_ | 146.95 
© 9987005100 _| Green| 18AWG | 18xS0AWG | 1.676mm_[ERZORESDEREIBISGIS Type MW MIL-W-76C, 1000V, 80°C — Medium Wall Extruded PVC Insulation 
@ 9981 003100 Orange 18AWG 19x30AWG 1.676mm 87K6394 146.95 This extruded PVC insulation is flame and ozone resistant. Inert to most chemicals, oils, and solvents. Ideal for 
@ 9981 007100 Purple 18AWG 19x30AWG 1.676mm 03F2073 146.95 internal wiring of electrical and electronic equipment. 
@ 9981 002100 Red 18AWG 19x30AWG 1.676mm 87K2866 146.95 Price per 
@ 9981 009100 White | 18AwG | 19x30AWG | 1.676mm | 87K6395 | 146.95 Wire ; External | Sixes | 
© 9981 004100 Yellow | 18awG | ‘9x30AWG | 1.676mm | 03F2071 | 146.95 Mfg.PartNo. | Color | Size | Stranding | Diameter | StockNo. | 1-4+ 
@ 9980 010100 Black 16AWG | 19x28AWG | 1.981mm 87K7485 | 190.00 100 ft, 30.5 m 
@ 9980 013100 Blue | 16AWG | 19x28AWG | 1.98imm | 03F2097 | 190.00 See N10) Black | 22AWG | 7xS0AWG | 1.626 _|RROZESI2Z nT 
© 9980 002100 Red | 16AWG | 19x28AWG | 1.981mm | 87K6392 | 190.00 6524, 006100 Blue | 22AWG | 7xS0AWG | 1.626mm | ROZESIISIN IIS 
fe 080 000100 White TeAWG | 19x28AWG 1 71.981mm 03F2095 | 490.00 @ 8524 001100 Brown | 22AWG | 7x30AWG | 1.626mm 02F5113 112.52 
© 8500 010100 Black | t6AwG | 19x29AWG | 2007mm | 87K2776 | 203.75 0 8524.005100_| Green| 22AWG | 7xS0AWG | 1.626mmm _|EIDZES TI io 2a8 
@ 8500 002100 Red | ‘6AWG | 19x29AWG | 2007mm | 87K6286 | 203.75 @ 8624008100 Grey | 22AWG | 7x80AWG | 1.626mm | ROZE STON REIS 
@ 8524 003100 Orange | 22AWG | 7x30AWG | 1.626mm 02F5115 112.52 
celal © 8524 007100 Purple | 22AWG | 7x30AWG | 1.626mm | 87K2812 | 112.52 
@ 8524 002100 Red 22AWG | 7x30AWG | 1.626mm | 87K2811 412.52 
Type B MIL-W-16878/4 - 600V, 105°C — PVC Insulation ; ; @ 8524 009100 White | 22awG | 7x30AWG | 1.626mm | 02F5121 | 112.52 
tate hook-up wire is ideal for internal wiring of meters, panels, and electrical or electronic @ 8524 004100 Yellow DAWG 730AWG 1.626mm 96K4538 OED 
eee @ 8530 010100 Black 22AWG Solid 1.499mm | 87K2820 | 104.89 
Wire Esiemial Spool © 8530 006100 Blue 22AWG Solid 1.499mm | 02F4947 | 104.89 
Mfg. Part No. Color Size Stranding | Diameter | StockNo. | 1-4 @ 8530 005100 Green 22AWG Solid 1.499mm 02F4946 104.89 
100 ft, 30.5m @ 8530 003100 Orange | 22AWG Solid 1.499mm | 02F4944 | 104.89 
@ 8504 010100 Black 24AWG | 7x32AWG | 1.118mm 87K7213 102.72 @ 8530 002100 Red 22AWG Solid 1.499mm | 02F4943 | 104.89 
@ 8504 006100 Blue 24AWG | 7x32AWG | 1.118mm | 87K6306 102.72 @ 8530 009100 White | 22AWG Solid 1.499mm_ | 87K2821_| 104.89 
@ 8504 001100 Brown | 24AWG | 7x32AWG | 1.118mm 87K6303 102.72 @ 8530 004100 Yellow | 22AWG Solid 1.499mm 02F4945 104.89 
@ 8504 005100 Green | 24AWG | 7x32AWG | 1.118mm 87K6305 102.72 @ 8523 010100 Black 20AWG | 10x30AWG | 1.778mm 02F5178 137.94 
@ 8504 008100 Grey 24AWG | 7x32AWG 1.118mm 02F4574 102.72 @ 8523 006100 Blue 20AWG | 10x30AWG | 1.778mm 02F5174 137.94 
@ 8504 003100 Orange | 24AWG | 7x32AWG 1.118mm 02F4569 102.72 @ 8523 001100 Brown | 20AWG | 10x30AWG | 1.778mm 87K2808 137.94 
@ 8504 002100 Red 24AWG | 7x32AWG | 1.118mm 87K7215 102.72 @ 8523 005100 Green | 20AWG | 10x30AWG | 1.778mm 02F5173 | 137.94 
@ 8504 009100 White 24AWG | 7x32AWG | 1.118mm 02F4575 102.72 © 8523 008100 Grey 20AWG | 10x30AWG | 1.778mm 02F5176 | 137.94 
@ 8504 004100 Yellow | 24AWG | 7x32AWG | 1.118mm 87K6304 102.72 @ 8523 003100 Orange | 20AWG | 10x30AWG | 1.778mm 02F5171 137.94 
@ 8503 010100 Black 22AWG | 7x30AWG 1.27mm 87K2788 113.92 @ 8523 007100 Purple | 20AWG | 10x30AWG | _1.778mm 02F5175 137.94 
@ 8503 006100 Blue 22AWG | 7x30AWG 1.27mm 87K7209 113.92 @ 8523 002100 Red 20AWG | 10x30AWG | 1.778mm 02F5170 111.36 
@ 8503 001100 Brown 22AWG | 7x30AWG 1.27mm 02F4529 113.92 @ 8523 009100 White 20AWG | 10x30AWG | 1.778mm 02F5177 137.94 
© 8503 005100 Green | 22AWG | 7x30AWG 4.27mm 87K6299 113.92 © 8523 004100 Yellow | 20AWG | 10x30AWG | 1.778mm 02F5172 | 137.94 
© 8503 008100 Grey 22aAwG | 7x30AWG | 127mm 02F4536 | 113.92 © 8529 010100 Black | 20AWG Solid 1.676mm_ | _02F5089_ | 120.47 
@ 8503 003100 Orange | 22AWG | 7x30AWG 1.27mm 87K6298 70.32 @ 8529 009100 White 20AWG Solid 1.676mm 87K2818 120.47 
@ 8503 007100 Purple | 22AWG | 7x30AWG 1.27mm 87K6300 113.92 @ 8522 010100 Black 18AWG | 16x30AWG | 2.032mm 02F5225 | 143.39 
@ 8503 002100 Red 22AWG | 7x30AWG 1.27mm 87K2789 113.92 @ 8522 006100 Blue 18AWG | 16x30AWG | 2.032mm 02F5221 143.39 
@ 8503 009100 White | 22AWG | 7x30AWG 1.27mm 87K6301 113.92 @ 8522 001100 Brown | 18AWG | 16x30AWG | 2.032mm | 88K2212_ | 143.39 
@ 8503 004100 Yellow | 22AWG | 7x30AWG 1.27mm 87K2790 113.92 @ 8522 008100 Grey 18AWG | 16x30AWG | 2.032mm 02F5223 143.39 
@ 8502 010100 Black | 20AWG | 7x28AWG | 1.473mm | 02F4505 | 149.25 © 8522 003100 Orange | 18AWG | 16x30AWG | 2.032mm | 87K7238 | 143.39 
@ 8502 006100 Blue 20AWG | 7x28AWG | 1.473mm 87K7201 149.25 @ 8522 007100 Purple | 18AWG | 16x30AWG | 2.032mm | 87K2806 | 143.39 
@ 8502 001100 Brown | 20AWG | 7x28AWG | 1.473mm 87K2781 149.25 @ 8522 002100 Red 18AWG | 16x30AWG | 2.032mm 02F5217 | 143.39 
@ 8502 005100 Green | 20AWG | 7x28AWG | 1473mm | 87K2785 | 149.25 @ 8522 009100 White | 18AWG | 16x30AWG | 2.032mm | 87K6313 | 143.39 
© 8502 008100 Grey | 20AWG | 7x28AWG | 1473mm | 02F4503 | 149.25 @ 8522 004100 Yellow | 18AWG | 16x30AWG | 2.032mm | 02F5219 | 143.39 
© 8502 003100 Orange | 20AWG | 7x28AWG | 1.473mm | 87K2783 | 149.25 © 8527 010100 Black | 12AWG | 65x30AWG | 3.251mm | 02F5060 | 520.40 
@ 8502 007100 Purple 20AWG | 7x28AWG 1.473mm 87K6293 149.25 @ 8527 006100 Blue 12AWG | 65x30AWG | 3.251mm 02F5056 520.40 
@ 8502 002100 Red 20AWG | 7x28AWG 1.473mm 87K2782 149.25 @ 8527 005100 Green 12AWG | 65x30AWG | 3.251mm 87K7251 520.40 
© 8502 009100 White 20AWG | 7x28AWG | 1.473mm 87K7202 149.25 @ 8527 003100 Orange | 12AWG | 65x30AWG | 3.251mm 02F5053 | 520.40 
@ 8502 004100 Yellow | 20AWG | 7x28AWG | 1.473mm 87K2784 149.25 @ 8527 002100 Red 12AWG | 65x30AWG | 3.254mm 02F5052_ | 321.27 
@ 8501 010100 Black 18AWG | 7x26AWG 1.727mm 88K2211 163.00 @ 8527 009100 White 12AWG | 65x30AWG | 3.251mm 87K6321 520.40 
© 8501 006100 Blue 18AWG | 7x26AWG | 1.727mm | 87K2778 | 163.00 1000 ft, 305 m 
@ 8501 001100 Brown 18AWG 7x26AWG 4.727mm 02F4458 163.00 @ 8522 0101000 Black 18AWG 16x30AWG 2.032mm 87K7240 1025.90 
© 8501 005100 Green | 18AWG | 7x26AWG | 1.727mm | 87K6294 163.00 @ 8522 0061000 Blue 18AWG | 16x30AWG | 2.032mm | 87K7243 | 1025.90 
© 8501 003100 Orange | 18AWG | 7x26AWG | 1.727mm | 87K7198 | 163.00 @ 8522 0011000 Brown | 18AWG | 16x30AWG | 2.032mm | 87K7239 | 1025.90 
@ 8501 002100 Red 48AWG 7x26AWG 4.727mm 87K6289 163.00 @ 8522 0051000 Green 18AWG 16x30AWG 2.032mm 02F5242 1025.90 
@ 8501 009100 White 18AWG | 7x26AWG 1.727mm 87K2779 163.00 @ 8522 0081000 Grey 18AWG | 16x30AWG | 2.032mm 87K7245 | 1025.90 
@ 8501 004100 Yellow 18AWG | 7x26AWG 1.727mm 87K6290 163.00 @ 8522 0031000 Orange | 18AWG | 16x30AWG | 2.032mm 02F5240__| 1025.90 
1000 ft, 305m @ 8522 0071000 Purple | 18AWG | 16x30AWG | 2.032mm | 87K7244 | 1025.90 
@ 8504 0101000 Black 24AWG ] 7x32AWG | 1.118mm | 87K2793 | 642.16 @ 8522 0021000 Red 18AWG | 16x30AWG | 2.032mm | 87K2807 | 1025.90 
© 8504 0061000 Blue 24awG | 7x32AWG | 1.118mm | 87K7220 | 642.16 © 8522 0091000 White | 18AWG | 16x30AWG | 2.032mm | 87K7246 | 1025.90 
@ 8504 0011000 Brown | 244WG | 7x32AWG | 1.118mm 87K7217 | 642.16 @ 8522 0041000 Yellow | 18AWG | 16x30AWG | 2.032mm | 87K7242 | 1025.90 
@ 8504 0051000 Green | 24AWG | 7x32AWG | 1.118mm 02F4590 642.16 PIM_5527127 
@ 8504 0081000 Grey 24AWG | 7x32AWG | 1.118mm 02F4593 642.16 
@ 8504 0031000 Orange | 24AWG | 7x32AWG | 1.118mm 02F4588 642.16 
> CONTINUED > 
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WIRE & CABLE 


HOOK-UP WIRE 


WH SERIES STRANDED AND WHS SERIES SOLID HOOK- NTE WH SERIES STRANDED AND WHS SERIES SOLID HOOK-UP WIRE (CONT.) 


U P WIRE Price per 
e ies vied ee — choice beaaaies tee ae Wire External Spool 
7 ae fe soli Gesinpian Mfg. Part No. Color Size Diameter Stock No. 1-24+ 
© Rated 300V, 90°C Available 100 ft, WH Series — Stranded 
e ULstyle 1007; CSA TR-64/1569 @) @ @ WH24-06-100 Blue 24AWG 1.422mm 3307372 eS 
oe @ WH24-05-100 Green 24AWG 1422mm 3307370 ae 
© OSHA acceptable @ @ WH24-03-100 Orange 24AWG 1.422mm 33C7366 = 
Ideal applications include _ internal @ WH24-02-100 Red 24AWG 1.422mm 33C7363 == 
wiring of electrical and electronic @ WH24-09-100 White 24AWG 1.422mm 3307381 = 
Pe eee on (© WH24-04-100 Yellow 24ANG 142mm 3307368 = 
panels, and point-to-point wiring where @ WH22-00-100 Black 22AWG 1.575mm 3307334 = 
Ogre required. fadmional: colors ae @ WH22-06-100 Blue 22AWG 1.575mm 3307348 8.52 
available, go online or call. Sold in 25’ 
and 100’ spools. @ WH22-01-100 Brown 22AWG 1.575mm 33C7336 = 
Price per @ WH22-05-100 Green 22AWG 1.575mm 25P9319 8.52 
Wire External Spool @ WH22-08-100 Grey 22AWG 1.575mm 3307354 = 
Mfg. Part No. Color Size Diameter Stock No. 1-24+ @ WH22-03-100 Orange 22AWG 1.575mm 33C7341 = 
25 ft, WH Series — Stranded @ WH22-07-100 Purple 22AWG 1.575mm 33C7352 — 
@ WH26-00-25 Black 26AWG 1.549mm 33C7385 = @ WH22-02-100 Red 22AWG 1.575mm 33C7338 = 
@ WH26-06-25 Blue 26AWG 1.549mm 33C7397 — @ WH22-09-100 White 22AWG 1.575mm 33C7356 8.52 
@ WH26-05-25 Green 26AWG 1.549mm 33C7395 1.02 @ WH22-04-100 Yellow 22AWG 1.575mm 3307343 = 
@ WH26-03-25 Orange 26AWG 1.549mm 33C7391 — @ WH20-00-100 Black 20AWG 1.956mm 33C7314 10.43 
@ WH26-02-25 Red 26AWG 1.549mm 33C7389 = @ WH20-06-100 Blue 20AWG 1.956mm 33C7326 = 
@ WH26-09-25 White 26AWG 4.549mm 3307403 1.02 @ WH20-05-100 Green 20AWG 1.956mm 3307324 — 
@ WH26-04-25 Yellow 26AWG 1.549mm 3307393 —= @ WH20-03-100 Orange 20AWG 1.956mm 33C7320 —_ 
@ WH24-00-25 Black 24AWG 4.422mm 33C7360 = @ WH20-02-100 Red 20AWG 1.956mm 33C7318 10.43 
@ WH24-02-25 Red 24AWG 1.422mm 33C7364 — @ WH20-09-100 White 20AWG 1.956mm 33C7332 10.43 
@ WH24-09-25 White 24AWG 4.422mm 33C7382 — @ WH20-04-100 Yellow 20AWG 1.956mm 3307322 — 
@ WH22-00-25 Black 22AWG 1.575mm 33C7335 ens @ WH18-00-100 Black 18AWG 1.956mm 3307292 = 
@ WH22-06-25 Blue 22AWG 1.575mm 33C7350 — @ WH18-06-100 Blue 18AWG 1.956mm 33C7306 13.86 
@ WH22-05-25 Green 22AWG 1.575mm 33C7347 = @ WH18-01-100 Brown 18AWG 1.956mm 33C7295 = 
@ WH22-03-25 Orange 22AWG 4.575mm 3307342 = @ WH18-05-100 Green 18AWG 1.956mm 3307304 —_ 
@ WH22-07-25 Purple 22AWG 1.575mm 33C7353 = @ WH18-08-100 Grey 18AWG 1.956mm 33C7310 = 
@ WH22-02-25 Red 22AWG 1.575mm 33C7339 — @ WH18-03-100 Orange 18AWG 1.956mm 33C7300 = 
@ WH22-09-25 White 22AWG 1.575mm 33C7357 = @ WH18-07-100 Purple 18AWG 1.956mm 33C7308 = 
@ WH22-04-25 Yellow 22AWG 4.575mm 3307344 -— @ WH18-02-100 Red 18AWG 1.956mm 33C7297 — 
@ WH20-00-25 Black 20AWG 1.956mm 33C7315 — @ WH18-09-100 White 18AWG 1.956mm 33C7312 — 
@ WH20-06-25 Blue 20AWG 1.956mm 33C7327 ss @ WH18-04-100 Yellow 18AWG 1.956mm 33C7302 = 
@ WH20-05-25 Green 20AWG 1.956mm 3307325 = 100 ft, WHS Series — Solid 
@ WH20-03-25 Orange 20AWG 1.956mm 33C7321 = @ WHS24-00-100 Black 24AWG 1.321mm 3307248 aS, 
@ WH20-02-25 Red 20AWG 1.956mm 33C7319 = @ WHS22-00-100 Black 22AWG 1.448mm 3307228 = 
@ WH20-09-25 White 20AWG 1.956mm 33C7333 = @ WHS22-02-100 Red 22AWG 1.448mm 3307232 = 
@ WH20-04-25 Yellow 20AWG 1.956mm 33C7323 — @ WHS22-09-100 White 22AWG 1.448mm 25P9318 = 
@ WH18-00-25 Black 18AWG 1.956mm 3307293 — @ WHS20-00-100 Black 20AWG 1.626mm 3307208 — 
@ WH18-06-25 Blue 18AWG 1.956mm 3307307 = PIM_119480 
@ WH18-01-25 Brown 18AWG 4.956mm 3307296 ae 
@ WH18-05-25 Green 18AWG 1.956mm 33C7305 = BELDSOL MAGNET WIRE 
@ WH18-03-25 Orange 18AWG 1.956mm 33C7301 = BELDEN 
@ WH18-07-25 Purple 18AWG 1.956mm 33C7309 es SENDENG AADTHE RIGHT SIGNALS 
@ WH18-02-25 Red 18AWG 1.956mm 3307298 — Sep einyen 
@ WH18-09-25 White 18AWG 4.956mm 3307313 — Available 
@ WH18-04-25 Yellow 18AWG 1.956mm 3307303 = 
25 ft, WHS Series — Solid 
@ WHS26-00-25 Black 26AWG 1.194mm 3307272 = 
@ WHS26-02-25 Red 26AWG 1.194mm 3307276 — 
@ WHS24-00-25 Black 24AWG 1.321mm 3307249 = mes 
ee Niis2i 225 i ee dese ltii ee = Beldsol is a dual insulated magnet wire, combining excellent dielectric characteristics of polyurethane with the 
@ WHS22-00-25 Black 22AWG 1.448mm 33€7229 4.90 toughness and solvent resistance of a nylon overcoat. Rated by IEEE tests for 270°F usage and is solderable 
@ WHS22-06-25 Blue 22AWG 4.448mm 3307241 4.90 without insulation removal at 750°F. Single bare copper conductor, solid stranding. Meets J-W-1177/9 military 
@ WHS22-05-25 Green DAWG 1.448mm 3307239 = specification, rated: Class 130, Type SUN, Single. Sold in approximate spool lengths listed in table below. 
@ WHS22-02-25 Red 22AWG 1.448mm 337233 4.90 Wire External | Price Each 
@ WHS22-09-25 White 22AWG 1.448mm 3307247 uE Mfg. Part No. Size Stranding Diameter Stock No. 1-4+ 
@ WHS22-04-25 Yellow 22AWG 1.448mm 3307237 == 100 ft 
© WHS20-00-25 Black 20AWG 4.626mm 3307209 = wie eae eae HOeetom 36F1312__| 136.55 
@ WHS20-02-25 Red 20AWG 1.626mm 3307213 ese 160 ft 
© WHS18-00-25 Black 1BAWG 1.829mm 3307189 = —— EUS Bal bbe imi SP || IBA 
@ WHS18-02-25 Red 18AWG 1.829mm 337193 e8 254 ft - 
100 ft, WH Series — Stranded @ 8051 22AWG Solid 0.686mm 36F1314 134.67 
@ WH26-00-100 Black 26AWG 1.549mm 3307384 eee 404 ft 
© WH26-06-100 Blue 26AWG 1.549mm 3307396 me eetse aS sol 0.551mm ede | akycils 
@ WH26-05-100 Green 26AWG 1.549mm 3307394 = 645 ft : 
© WH26-07-400 Purple 26AWG 1.549mm 3307398 = 08053 | OA | Solid | 0.4 30rnem IS 
@ WH26-02-100 Red 26AWG 1.549mm 3307388 ess 1020 ft 
© WH26-09-100 White 26AWG 1.549mm 3307402 aa ech sea aut 0.356mm HIMSIS2 AN IBIS 
@ WH26-04-100 Yellow 26AWG 1.549mm 3307392 — 1615 ft 
@ WHo4-00-100 Black TAAWG 7422mm 3307358 = @ 8055 30AWG Solid 0.285mm 36F1318 159.60 
> CONTINUED > > CONTINUED > 
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HOOK-UP WIRE 


BELDSOL MAGNET WIRE (CONT.) WIRE SPOOL RACKS 
Wire External Price Each 
Mfg. Part No. Size Stranding Diameter Stock No. 1-4+ 
2515 ft 
@ 8056 32AWG Solid 0.231mm 36F1319 174.48 
4060 ft 
@ 8057 34AWG Solid 0.183mm 36F1320 182.86 
6400 ft 
@ 8058 36AWG Solid 0.147mm 06M4000 205.72 
PIM_6170 
8537-0689 
BUS BAR WIRE Heavy-duty wire spool racks offer a convenient way of storing and dispensing wire. Prime cold-rolled steel 
0.625” (15.88mm) diameter rods with interlocking construction accommodate wire spools up to 10” (254mm) 
SENDING ALL THE RIGHT SIGNALS in diameter. Finish: grey baked enamel. For use in stockrooms, maintenance, and other industrial applications. 
RoHS Made in the U.S.A. 
Compliant a a S | | 
Available Spool | Price Each 
Mfg. Part No. Description Diameter | Stock No. 1-4+ 
. ae ee 8537-0689 | 2-Row Wire Spool Rack, 21.5"H x 26"W x 6"D| 254mm | 16N2312| 161.17 
© Single solid tinned copper conductor © Meets specification QQ-W-343-F 
@ Unshielded, uninsulated, unjacketed © Sold in 100’ and 1000’ spools - (546. 1mm x 660.4mm x152.4mm) 
5 8537-0690 | 4-Row Wire Spool Rack, 37°H x 26’W x 6” D (939.8mm | 254mm | 16N2313 164.81 
Price per x 660.4mm x152.4mm) 
Wire External Spool pi sooe 
Mfg. Part No. Size Stranding Diameter Stock No. 1-4+ = 
100 ft 
@ 8025 000100 30AWG Solid 0.254mm 02F5288 68.22 
®@ 8024 000100 28AWG Solid 0.33mm 60K7159 69.25 
®@ 8023 000100 26AWG Solid 0.406mm 60K7158 70.27 
®@ 8022 000100 24AWG Solid 0.533mm 87K2703 72.64 n r A rov M ifi ti n 
@ 8021 000100 22AWG Solid 0.66mm 60K7156 74.45 V do PP 0 ed od cane 
@ 8019 000100 18AWG Solid 1.041mm 60K7155 120.65 
@ 8013 000100 16AWG Solid 41.321mm 02F5302 172.15 s Panel Meters and Switches designed to your specs 
eso 000100 HANG = id }é3imm Breese col Choose your own colors, text, and logo 
@ 8011 000100 12AWG Solid 2.108mm 02F5306 396.41 oe ; a 
ISO certified lab with a Certificate of Conformance 
dally included with your order 
@ 8025 0001000 30AWG Solid 0.254mm 06M3999 230.16 v 
@ 8024 0001000 28AWG Solid 0.33mm 02F5291 310.29 
®@ 8023 0001000 26AWG Solid 0.406mm 02F5293 355.60 
®@ 8022 0001000 24AWG Solid 0.533mm 60K7157 377.55 Gal 20 a 1 ae k 
@ 8021 0001000 22AWG Solid 0.66mm 02F5297 489.23 ail: panelmeters@newark.com 
®@ 8020 0001000 20AWG Solid 0.838mm 02F5299 663.58 PIM. 5624793 
@ 8019 0001000 18AWG Solid 1.041mm 02F5301 929.61 = 
®@ 8013 0001000 16AWG Solid 1.321mm 87K2701 1442.38 
PIM_6168 


New Products Added Daily 


See the newest Technologies and Suppliers at = newark.com/new-products 


PIM_5624851 
CAROLPRENE® CLASS K WELDING ra) CAROL. 
CABLE — 600V General Cable BRAND 
Spire - 
Compliant 
Pee MADE 
Wgusa 
© Fully annealed stranded bare copper Class K © Secondary voltage resistance welding leads 
conductor © Power supply applications not exceeding 600VAC 
© Carolprene® premium-grade EPDM rubber jacket | Temperature range: -40°C to +90°C 
© Good flexibility and abrasion resistant @ Made in the U.S.A. 
@ TRU-Mark® sequential footage marking on jacket © © Sold in 250’ spools 
Price per 
Wire External Spool 
Mfg. Part No. Color Size Stranding Diameter Stock No. 1-4+ 
250 ft 
01776.35T.01 Black 2AWG 646x30AWG 11.81mm 79Y3593 1205.03 
01773.35T.01 Black OOAWG 1274x30AWG 15.62mm 79Y3591 2387.03 
01774.35T.01 Black OAWG 1025x30AWG 14.22mm 79Y3592 1938.77 
PIM_6296 
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SOLID GROMMET EDGING 


PrO-POWER 


CABLE MANAGEMENT 
CABLE & WIRE MANAGEMENT PRODUCTS 


PROTECTIVE HARNESS WRAP (CONT.) 


: aa Hie el ‘ ' ; Price per 
© Flexible toftimost see or shapes Serpe External Bundle Spool el | 
© Choice of Nylon (Polyamide) or PE (Polyethylene) Available Mfg. Part No. Diameter Diameter Size Stock No. 1-4+ 
© Color: natural Polyethylene, Natural 
@ Sold in continuous 100" lengths @ HWP-02-P 0.125" 0.063" to 0.5" 100ft 50N4758 <= 
@ HWP-03-P 0.188" 0.125" to 1” 100ft 50N4759 = 
Price per @ HWP-04-P 0.25" 0.188" to 1.5” 100ft 50N4760 = 
Panel Spool @ HWP-06-P 0.375" 0.313” to 2” 100ft 50N4761 ( 
Mfg. Part No. Length Thickness Color Stock No. 1-4+ @ HWP-08-P 0.5” 0.75” to 4” 400ft 50N4762 406.16 
Nylon (Polyamide), Solid Edging, Continuous 100 ft. Length PIM 6442 
@ 2579 100ft 0.072” Natural 92N4794 -- 
@ 2578 100ft 0.037” Natural 92N4793 = 
PE (Polyethylene), Solid Edging, Continuous 100 ft. Length ORD STRAIN REMER BUSHINGS Sepadinpian p ro = POWER 
@CGP-1 100ft 0.9mm Natural 23N3658 = Available 
@ CGP-2 100ft 1.8mm Natural 23N3659 11.75 
@ CGP-3 100ft 4.2mm Natural 23N3660 = y 
@ CGP-4 100ft 4.7mm Natural 23N3661 8.78 
@ CGP-5 100ft 6.4mm Natural 23N3662 i250} 
PIM_6411 
FLEXIBLE SLIT-LOOM TUBING 


@ Perfect wire harness protective covering 


@ Easy-opening seam for quick wire insertion and 


removal 


© Excellent resistance to fluids and abrasion while 


providing a uniform, tailored appearance 


@ Durable polyethylene or heat-stabilized nylon 
© Operating temperature: polyethylene -40°F to 200°F; 


heat-stabilized nylon -40°F to 300°F 


PrO-POWER 


4 RoHS _ 
Compliant 
: Available 


1. Place bushing on cord 
® One-piece construction 


2. Press together with pliers 


contacts or connections 


@ Bulk quantities, other colors and size: 
go online or call 


S are available; 


© Sold in spool lengths indicated in table below 


Price per 
Internal Spool 
Mfg. Part No. Diameter Color Length Stock No. 1-4+ 

Flame-Retardant, PE (Polyethylene) 

@ 1429 6.554mm Grey 100 92N3669 69.99 
1430 9.221mm Grey 100 92N3670 73.58 
1431 12.523mm Grey 100ft 92N3671 97.29 
1432 15.571mm Grey 50 92N3672 67.72 

@ 1433 18.771mm Grey 501 92N3673 88.84 
1434 25.172mm Grey 501 92N3674 19.80 

Heat-Stabilized, Nylon (Polyamide) 

@ 1441 6.554mm Black 100 92N3681 58.61 

@ 1442 9.221mm Black 100 92N3682 21.28 

@ 1443 12.523mm Black 100 92N3683 85.57 

@ 1444 15.571mm Black 50 92N3684 52.35 

@ 1445 18.771mm Black 50 92N3685 63.22 

@ 1446 25.172mm Black 50 92N3686 87.75 

PE (Polyethylene) 

@ 1435 7mm Black 100 92N3675 49.51 

@ 1436 9mm Black 100ft 92N3676 55.20 

@ 1437 13mm Black 100 92N3677 70.31 

@ 1438 16mm Black 50 92N3678 51.21 

@ 1439 19mm Black 50 92N3679 51.78 

@ 1440 23mm Black 50 92N3680 59.41 
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PROTECTIVE HARNESS WRAP 


Easy to apply and remove 
Reusable and flexib 
Strong and versatile 


oO 


Choice of nylon (polyamide) or polyethylene 


Retains elasticity 


Sold in coils of 100' 


For temporary or permanent wire harness application 


where abrasion protect 


ion is required. Useful for harnesses 


which carry wiring around sharp corners. Leads can be 
brought out at any point to make a “tailor-made,” tight-fitting 


A 


DrO-POWER 
je 


G 


RoHS — 
Compliant 
Available 


harness. 
Price per 
External Bundle Spool Spool 
Mfg. Part No. Diameter Diameter Size Stock No. 1-4+ 
Nylon (Polyamide), Natural 
@ HWN-02 0.125” 0.063” to 0.5” 100ft 23N3648 53.61 
@ HWN-03 0.188" 0.125” to 1” 100ft 23N3649 163.45 
@ HWN-04 0.25” 0.188” to 1.5” 100ft 23N3650 196.14 
@ HWN-06 0.375" 0.313" to 2” 100ft 23N3651 = 
@ HWN-08 0.5” 0.75" to 4” 100ft 23N3652 = 
> CONTINUED > 
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© Withstands temperatures to 221°F © Color: black 
© Easily installed with specially designed pincers or | @ ULrecognized, CSA certified 
ordinary pliers @ Made in the U.S.A. 
© Eliminates strain that tears cords loose from © Sold in packages of 100 
Price per 
Pkg. 
Mfg. Part No. Description Stock No. 1-49+ 
Strain Relief Bushing, Flat Style, Nylon (Polyamide) 
@ SRF-10 For Cord Type SP-1, SPT-1, XT 46N7804 — 
@ SRF-30 For Cord Type SPT-1, SP-2, SPT-2, HPN 46N7805 = 
@ SRF-15 For Cord Type SPT-1, SPT-2, HPN 46N7801 = 
@ SRF-50 For Cord Type SPT-1, SPT-3 46N7807 = 
@ SRF-40 For Cord Type SPT-2, HPN 46N7806 = 
Strain Relief Bushing, Round Style, Nylon (Polyamide) 
@ MP6P34 325/360 For Cord Type SJ, SUT, SJO 46N7809 19.36 
@ SRR-05 For Cord Type SP-1, SPT-1 46N7803 — 
@ SRR-10 For Cord Type SV, SVT, HPD 46N7808 14.65 
Strain Relief Bushing, Round Style, Right Angle, Nylon (Polyamide) 
@ SRRRA-60 For Cord Type SV, SVT1 46N7802 a 
PIM_6412 


EMI/RFI SHIELDING WRAP 


DrO-POWER 
Seer 


@ Wraps around diameters from 0.5” to 2” round 
cable 

© Coverage up to 3” wide flat cable 

@ Allows stacking of flat cable for shielding a 
multilayer package 

@ Highly flexible 

© Solvent resistant 

@ Black flame-retardant polyurethane jacket with 

EMI/RFI shielding wrap is easy to use — simply cut to length needed, attach drain wire (not inclued), wrap 

around cable, and close the adhesive strip. 


aluminum foil/polyester shield 
® Attached braid strap for soldering of drain wire 
(not included) 
@ Adhesive strip closure allows for a custom fit 
@ UL224 VW-1 rated 
© Temperature range: -60°C to +107°C 
® Sold in 10’ lengths 


Internal Price Each 
Mfg. Part No. Diameter Color Length Stock No. 1-4+ 
Covers 0.78” W Flat Cable Max., Overall Width 2.313”, PUR (Polyurethane) 
@ SPC5092 0.5" Black 10ft 50N167 = 
Covers 3.14” W Flat Cable Max., Overall Width 7.375”, PUR (Polyurethane) 
@ SPC5094 2 Black 10ft 50N169 = 
PIM_34082 
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CABLE MANAGEMENT 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


CABLE & WIRE MANAGEMENT PRODUCTS 


SW SERIES SPIRAL WRAP TUBING 


@ Flexible cable bundling 
@ Easy breakouts 
@ Polyethylene operating temperature: -66°C to 


) AlphaWire 


Cables you trust. Service you deserve. 


RoHS _ 
Compliant 
Available 


@ Flame retardant polyethylene operating tempera- 
ture: -20°C to +80°C 
@ Nylon operating temperature: -40°C to +121°C 


+88°C @ PTFE operating temperature: -268° to +260°C. 
SW Series spiral wrap tubing is designed to provide a professional finish to harness installations by eliminating 
exposed wire and cable. All materials maintain flexibility when bent around sharp edges or corners. Unlimited 
breakouts and tap off connections may be made through spiral openings. 


Price per 
External Bundle Spool Spool 
Mfg. Part No. Diameter Diameter Size Stock No. 1-4+ 
Nylon (Polyamide), Zero Halogen, Natural 
@ SW20 NA008 0.125” 0.06" to 0.5” 251 05F1616 25.16 
@ SW21 NA00S 0.25" 0.13” to 2” 100: 85K9576 158.54 
@ SW22 NA008 0.375" 0.31” to 3” 251 89K8011 102.70 
@ SW22 NA005 0.375” 0.31” to 3” 1001 86K4563 384.43 
@ SW23 NA008 0.5” 0.38” to 4” 251 89K8013 132.30 
@ SW23 NA00S 0.5” 0.38” to 4” 100f 89K8012 392.84 
@ SW25 NA008 ld 1’ to 6” 251 86K4564 341.28 
Polyethylene, Black, UV Resistant 
@ SW41 BKO008 0.25” 0.19” to 2” 251 86K8708 19.73 
@ SW41 BKO05S 0.25" 0.19” to 2” 1001 05F1630 106.48 


@ SW42 BK008 0.375" 0.31” to 3” 251 86K8710 28.20 
@ SW44-3/4-25 0.75” 0.75" to 5” 251 85K9578 100.72 
@ SW45 BKO008 ch 1” to 6” 251 86K4565 151.12 
Polyethylene, White, Flame Retardant 

@ SW11 WH008 0.25" 0.19” to 2” 251 05F1610 43.33 
@ SW11 WHO005 0.25” 0.19” to 2” 100 06M3855 156.26 
@ SW12 WHO008 0.375” 0.31” to 3” 251 05F1612 118.91 
@ SW12 WHO05 0.375" 0.31” to 3” 100: 05F1611 300.50 
@ SW13 WHO08 0.5" 0.38" to 4” 251 06M3857 97.83 
@ SW13 WHO05 0.5” 0.38” to 4” 100 06M3856 367.14 
@ SW14 WHO008 0.75” 0.75” to 5” 251 86K8706 168.50 
Polyethylene, Zero Halogen, Natural 

@ SW1 NA008 0.125" 0.06" to 0.5” 25) 28B6297 24.86 
@ SW2 NA008 0.25" 0.19” to 1.5” 251 04F8683 25.17 
@ SW5 CL008 0.75" 0.75” to 5” 251 86K4561 73.93 
@ SW6 25CLR 1" 1"to7" 251 86K4562 143.43 
PTFE (Polytetrafluoroethylene), Natural, Weather Resistant 

@ SW30 NA008 0.125” 0.06” to 0.5” 251 05F1625 281.80 
@ SW32 NA008 0.375” 0.31" to 2.5” 251 86K8707 620.50 
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FLEXIBLE NONMETALLIC ELECTRICAL TUBING 

@ Flexible, liquidtight PVC tubing 

@ Smooth inside to facilitate easy wire pulling and installation 

@ UL recognized meets standard 1698, 50°C 

© CSA certified C22.2 No. 227.3-05, 50°C (except mfg. 
part no. FNT1/4 BK005) 

© Temperature range: -18°C to 50°C 

@ Use with Alpha’s black nonmetallic electrical connec- 
tors; order separately, go online or call 

© Sold in 100’ spools 


G) AlphaWire 


Cables you trust. Service you deserve, 


RoHS 

Compliant 

Available 
WG 


Price per 
External Internal Spool 
Mfg. Part No. Diameter Diameter Length Stock No. 1-4+ 
@ FNT1/4 BKO05S 14.6mm 10.29mm 100ft 93K7560 ES 
@ FNT3/8 BKO05S 18mm 12.8mm 100ft 03F7391 195.13 
@ FNT1/2 BKOOS 21.3mm 16.31mm 100ft 03F7393 243.12 
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SLIT CORRUGATED LOOM TUBING PanDuUIT 


. = RoHS 
aa Compliant 
= Available 


@ Available in polyethylene or heat stabilized nylon @ Reduces the risk of damage to wiring circuits 
@ Lengthwise slit wall makes it easy to install onto © Temperature range: -40°C to +50° 

wire bundle or harness assemblies © Other colors and sizes available; go online or call 
@ Crush, impact and abrasion resistant ® Sold in spools sizes indicated in table below 


> CONTINUED > 
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SLIT CORRUGATED LOOM TUBING (CONT.) 


Price per 
External Internal Spool 
Mfg. Part No. Diameter Diameter Color Length Stock No. 1-2+ 

Heat Stabilized, Nylon (Polyamide) 

@ CLT25N-C630 10mm 7mm Black 100 96F4125 74.11 
@ CLT35N-C630 12.7mm 8.9mm Black 100 96F4126 TL 
@ CLT38N-C630 14.1mm 10.5mm Black 100 96F4127 79.99 
@ CLT50N-C630 17mm 12.8mm Black 100 96F4128 97.95 
@ CLT75N-C630 23.8mm 19.3mm Black 100 96F4130 156.90 
@ CLT100N-C630 27.7mm 23.2mm Black 100 96F4131 246.27 
@ CLT125N-L630 38.1mm 32.8mm Black 50 83F7265 151.71 
PE (Polyethylene) 

@ CLT25F-C20 10mm 7mm Black 100 96F4118 53.29 
@ CLT35F-C20 12.7mm 8.9mm Black 100 96F4119 62.21 
@ CLT38F-C20 14.1mm 10.5mm Black 100 96F4120 62.56 
@ CLT50F-C20 17mm 12.8mm Black 100 96F4121 66.35 
@ CLT62F-C20 20.7mm 16.5mm Black 100 96F4122 78.03 
@ CLT75F-C20 23.8mm 19.3mm Black 100 96F4123 5163 
@ CLT75F-C4 23.8mm 19.3mm Yellow 100 08H0131 146.33 
@ CLT100F-C20 27.7mm 23.2mm Black 100 96F4124 123.07 
@ CLT100F-C3 27.7mm 23.2mm Orange 100) 94B5433 138.27 
@ CLT125F-L20 38.1mm 32.8mm Black 50 70€3706 75.97 
@ CLT150F-D20 43.9mm 37.6mm Black 500 83F7266 606.68 
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PAN-WRAP™ SPLIT HARNESS WRAP AND 
INSTALLATION TOOLS 


@ Patented slot pattern for flexibility and abrasion 
protection 

@ Unique wall design provides for easy wire or cable 
breakouts 

© Large overlap accommodates a wide range of bundle 
diameters 

© Diameter can be further reduced with the use of cable 
ties; order separately 

® Reduces installation time 

© Temperature range: -40°F to +122°F (-40°C to +50°C) 

@ UL recognized 

@ Easily installed using Panduit's patented installation tools; order separately below. 


Pannuit 


3 RoHS 
} Compliant 
Available 
, WwW 


External Bundle Spool Price Each 
Mfg. Part No. Diameter Diameter Size Stock No. 1-2+ 
Polyethylene, Black 
@ PW100F-C20 1” 0.81” to 1.13” 100ft 20K2300 472.32 
Polyethylene, Natural 
@ PW38F-TL 0.38" 0.25” to 0.43" 250ft 1776887 = 
@ PW50F-T 0.5” 0.43” to 0.55” 200ft 66H3687 281.64 
@ PW100F-C ily 0.81” to 1.13” 100ft 89J9131 492.52 
Pan-Wrap™ Installation Tools — White ABS 
For Use Price Each 
Mfg. Part No. Type With Stock No.| 1-1-9+ 
@ PWT50 Pan-Wrap Installation Tool | Panduit +PWSOF Pan-Wrap Split) 04H0467 | 141.17 
Harness Wrap 
@PWT100 | Pan-Wrap Installation Tool} Panduit PW100F Pan-Wrap Split} 08/3440 14.16 
Harness Wrap 
@ PWT75 Pan-Wrap Installation Tool} Panduit PW75F Pan-Wrap Split} 32H7230 11.68 
Harness Wrap 
PWT38 Pan-Wrap Installation Tool} Panduit +PW38F Pan-Wrap Split} 64R5653 10.57 
Harness Wrap 
PIM_79576 
SPIRAL WRAP PanbuiT’ 
SBiry : 
Compliant 
Available 
Black 
Natural 
@ Harness multiple cables into a single manageable @ Reusable 


bundle 

@ Allows breakouts of single/multiple cables and 
rerouting of replacement wires 

@ Provides abrasion protection for wire, cable, 
hoses, and tubing 


@ Installation tool supplied in each package 

© Operating temperature: -40°F to +122°F (-40°C. 
to +50°C) 

@ UL recognized 

® Sold in spools sizes indicated in table below 
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SPIRAL WRAP (CONT.) SPIRALWRAP (CONT.) 
Price per Price per 
External Bundle Spool Spool External Bundle Spool Foot 
Mfg. Part No. Diameter Diameter Size Stock No. 1+ Mfg. Part No. Diameter Diameter Size Stock No. 1-499+ 
Nylon (Polyamide), Natural Polyethylene, Natural 
@ T25N-C 0.25” 0.188” to 2” 1001 78F546 161.69 A4NFP9C. 0.75” 0.75” to 5” 1001 75Y5367 1.63 
@ T38N-C 0.375" 0.313” to 3” 1001 66H4738 376.12 5NFP9C Al® 1" to 7” 100 75Y5380 1.86 
@ T62N-C 0.625” 0.5" to 4.5” 100 66H4789 963.86 Polyethylene, Flame Retardant, Black 
@ T75N-C 0.75" 0.625” to 5” 100 66H4946 1142.57 3FRPOC 0.5” 0.37’ to 4” 1001 75Y5148 2.07 
Polyethylene, Black Polyethylene, Flame Retardant, Natural 
@ 112F-CO 0.125” 0.625” to 0.5” 1001 84F1839 66.10 2.5FRP9C 0.125” 0.31” to 3” 1001 75Y5066 1.46 
@ T25F-CO 0.25” 0.188” to 2” 100) 78F498 88.17 2FRP9C 0.25” 0.18” to 2” 100 75Y5075 0.77 
@ T38F-CO 0.375" 0.313” to 3” 100) 84F1842 150.68 3FRP9C 0.5” 0.37" to 4” 1001 75Y5149 1.73 
@ T50F-CO 0.5” 0.375" to 4” 1001 84F1844 227.60 4FRP9C 0.75” 0.75” to 5” 1001 75Y5365 2.18 
@ T75F-CO 0.75” 0.625” to 5” 100 84F2047 225 PTFE (Polytetrafluoroethylene), Natural 
@ T100F-CO sis 0.875" to 6” 1001 84F1849 292.57 2P9C 0.25” 0.18” to 2” 1001 75Y5080 5.86 
Polyethylene, Natural PIM. 5515141 
@ T12F-C 0.125" 0.625" to 0.5" 100) 84F1838 55.35 = 
-( 0.125” 0.625” to 0.5” 1001 96F4101 J 
a. 0.25" 0.188" to 2” 100 78F548 e - EVISERIES SUL IREOSE, Na MADE pro -POWER 
- FLEXIBLE PVC INSULATING TUBING We USA 
@ T25FR-CY 0.25” 0.188” to 2” 100 96F4102 114.32 - 
@ T38F-C 0.375" 0.313" to 3” 100 84F1841 120.51 Al @ 
@ T50F-C 0.5” 0.375" to 4” 100 84F599 182.05 
@ T62F-C 0.625" 0.5” to 4.5” 100) 84F1846 198.80 Ww 
S1RC ui pe = im alas eek ® Ideal for electrical insulation, ground strap, chafing @ Tensile strength: 2780psi 
@ T100F-C 0.875" to 6” 100 84F1848 255.13 protection, bundling and wire harnesses © Operating temperature range: -20°C to 105°C 
PTFE (Polytetrafluoroethylene), Natural © Made of flexible, premium-grade virgin polymers © UL Subject 224 VW-1, CSAOFT 
veri [ome | anaew0s [von | earreal[aaase | upedardavesenssince ee ee 
@ T19T-C 0.188" 0.125" to 1” 100 66H4718 986.16 Resistant to many chemicals, oils, acids, corro- © Black or transparent (clear) 
@ T25T-L 0.25" 0.188” to 2” 501 78F499 446.31 sives, heat and fungus @ UL recognized, CSA certified, made in the U.S.A. 
@ T50T-Q 05” 0.375” to 4” 25 04F2880 464.75 © Superior high dielectric strength: 870vpm © Sold in spool sizes indicated in table below 
@ T75T-X 0.75" 0.625” to 5” 10 66H4949 484.67 Pees pati 
pS : pei ee 10 eth TEED, Mfg. Part No. Bees Color Length Stock No. 1-4+ 
PIM_6459 PVC (Polyvinylchloride) 
eS @ PVI-S24-1100-BLK 0.56mm Black 1001 03F3576 6.75 
SPIRALWRAP Hellermanntyton @ PVI-S22-1100-BLK 0.69mm Black 100 03F3581 11.97 
RoHS @ PVI-S22-1100-CLR 0.69mm Transparen| 100: 03F3583 21.32 
Gee einoiat @ PVI-S20-1100-BLK 0.86mm Black 100 03F3587 37.44 
Ah @ PVI-S20-1100-CLR 0.86mm Transparen 100 03F3589 24032 
ve @ PVI-S19-1100-BLK 0.97mm Black 1001 03F3709 21.32 
@ PVI-S18-1100-BLK 1.07mm Black 1001 03F3592 38.92 
4 @ PVI-S18-1100-CLR 1.07mm Transparen 1001 03F3594 38.92 
@ PVI-S16-1100-BLK 1.35mm Black 1001 03F3597 22.39 
@ PVI-S16-1100-CLR 1.35mm Transparen 100 03F3599 39.32 
@ PVI-S15-1100-BLK 1.5mm Black 100 03F3699 22.39 
Manufactured in Polyethylene Manufactured in Nylon 6 (Polyamide 6) @ PVI-S15-1100-CLR 1.5mm Transparen 100 03F3701 39.32 
; oe of aa : Black : ae se hema aie @ PVI-S14-1100-BLK 1.68mm Black 1001 03F3602 39.32 
© Operating temperature -76°F to +190°F (60°C © Operating temperature -A0°E to +250°E (-40°C SEN SORES Soran <i] = Transparen a OSH SOUS CUES 
to +88°C) 10 +121°C) @ PVI-S13-1100-BLK 1.93mm Black 100 03F3694 22.88 
Manufactured in Flame Retardant Polyethylene Manufactured in Polytetrafluoroethylene (PTFE) @ PVI-S13-1100-CLR 1.93mm Transparen 1001 03F3696 22.88 
Ls of Natural or Black ; ae : @ PVI-S12-1100-BLK 216mm Black 100 03F3607 | 44.20 
Flammability rating UL94-V2 © Operating temperature -449°F to +500°F (-267°C @ PVI-S12-1100-CLR 2.16mm Transparen 100 03F3609 41.20 
© Operating temperature -4°F to +176°F (-20°C io +260°C) @ PVI-S11-1100-BLK 2.41mm Black 1001 03F3688 26.57 
Ky +80°C) ; @ PVI-S11-1100-CLR 2.41mm Transparen' 1001 03F3690 46.66 
rales lo sfeld, rote en arcs, Ime edgen re beveled proven damayp Wo ables, Reese nd PVASTOTTOOEK | 2orm Batt ‘ot _ i ees 
resistant to most chemicals. Manufactured in four different materials in choice natural and black. Other sizes @ PVI-S09-1100-BLK 3mm Black 100 03F3683 26.83 
are available; go online or call. UL recognized. @ PVI-S08-1100-BLK 3.38mm Black 100: 03F3617 48.08 
Price per @ PVI-S08-1100-CLR 3.38mm Transparen 1001 03F3619 15.37 
External Bundle Spool Foot @ PVI-S07-1100-BLK 3.76mm Black 100 03F3678 49.22 
Mfg. Part No. Diameter Diameter Size Stock No. 1-499+ © PVI-S06-1100-BLK 422mm Black 700 03F3622 49.68 
Nylon 6 (Polyamide 6), Black @ PVI-S05-1100-BLK 472mm Black 100 03F3673 50.53 
at ua eee. ” PSY SUTD 1.0% @ PVI-S04-1100-BLK 6.28mm Black 100 03F3627 | 51.57 
ZOMG vel ost oe 100 TSYS069 uE05 © PVI-S03-1100-BLK 5.94mm Black 100 03F3759 | 53.15 
Nylon 6 (Polyamide 6), Natural @ PVI-S03-1100-CLR 5.94mm Transparent 100 03F3761 30.27 
aNse ut ror mm iSYSS8 Distt @ PVI-S02-1100-BLK 6.68mm Black 100 03F3632 | 56.62 
Polyethylene, Black - —— @ PVI-S02-1100-CLR 6.68mm | _ Transparent 100 03F3634.—| 41.71 
eNFHOE we ute be a ESYSUTS wel @ PVI-S01-1100-BLK 747mm Black 100 03F3764 | 59.07 
2.5NFPOC 0376" ost" 0 s 100 75Y5067 0.80 PneTinei 795mm Black 700 03F3637 40.17 
3NFPOC 0.5 os” 04 100 75Y5150 1.13 @ PVI-S00-1100-BLK 8.38mm Black 100 03F3642 72.71 
—ANFPOC | O75) 7 toS! | Oot | 7SYS366 | 477 “@ PVL024-1100-BLK 9.53mm Black 100 03F3647 | 84.21 
5NFPOC 1 t"to7 100 VRE) 2.14 @ PVI-028-1100-BLK 41.13mm Black 700 033768 | 96.09 
Polyethylene, Natural : ___ @ PVI-032-1100-BLK 12.7mm Black 100 03F3652_ | 101.05 
2NFP9C 0.25 0.4 i 10 2 100 75Y5077 0.45 @ PVI-040-1100-BLK 15.88mm Black 1001 03F3657 62.13 
2.5NFP9C 0.375” 0.31” to 3” 1001 75Y5068 0.73 @ PV-048-1050-BLK 19.05mm Black 50 03F3661 61.00 
3NFP9C 0.5” 0.37" to 4” 1001 75Y5151 1.02 
PIM_9931 
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PTFE INSULATING TUBING ae MADE e (O- WwW FRAY-RESISTANT EXPANDABLE MONOFILAMENT p (O- W’ 
© TSI series Standard Wall — when extra-dielectric or We OSA O PO ER SLEEVING O PO ER 
mechanical strength is needed RoHS ‘es 
© TTl series Thin Wall— for miniatur- anna Gop tinpiat ~~ 2 
ized and compact installations ene Available Turn end inward Push 
® Non-toxic, chemically inert PTFE | ® to form large Stanton ee 
tubing "Ptah Mooth’*, cable bundles 
© Superior insulating and highly we : aaa end <= { Pull-down to fit 
stable electrical properties , : ¢ omens: 
@ Excellent electrical resistance e 
@ Withstands wicking, moisture absorption, and contamination A 
© Oil, acid, solvent resistsance see 
© Operating temperature: -171°C to +260°C Sipaiidabie A ait 
@ Flammability rating: Resin UL94 V-0, Tubing UL 224 VW-1 Sleeve becomes Available 
© Meets MIL -I-22129 specifications itinesone to 
© Made in the U.S.A. protect the 
© Sold in 100’ spools Hiavry 
Price per Highly fray resistant expandable monofilament sleeving in both standard polyester and flame-retardant polyester 
Internal Spool constructions. Both materials provide outstanding flexible abrasion protection and bundling characteristics. Both 
Mfg. Part No. Diameter Color Length Stock No. 1-4+ are also extremely durable and are unaffected by most chemical environments and common solvents. The 
x n high level of fray resistance allows cutting without using a hot knife, and manual or normal shop handling 
AMS-36538 TSI Series Standard Wall, ETFE (Polytetratluorcethylene) without fraying problems. Both have highest levels of flexibility and full 3:1 expansion ratios. Standard operating 
@ TSI-S24-1100-NAT 0.66mm Natura 100 37N1580 26.45 temperature: -70°C to +125°C. Flame-retardant version meets UL VW-1 specifications. UL recognized. Sold 
@ TSI-S22-1100-NAT 0.81mm Natural 100) 37N1581 395.01 in spool sizes listed in table below. 
@ TSI-S20-1100-NAT 0.97mm Natural 100! 37N1582 436.05 Price per 
@ TSI-S18-1100-NAT 1.7mm Natura 100 37N1584 292.41 Internal Spool 
@ TSI-S16-1100-NAT 1.47mm Natura 100 37N1586 687.42 Mfg. Part No. Diameter Color Length Stock No. es 
@ TSI-S14-1100-NAT 1.83mm Natural 100: 37N1588 = Flame Retardant Sleeving, Black with White Threaded Tracer, PE (Polyester) 
@ TSI-S12-1100-NAT 231mm Natura 100 37N1590 533.52 $PC12221 6.35mm Black / White 100 06H1245 58.10 
@ TSI-S10-1100-NAT 2.84mm Natural 100: 37N1592 rr SPC12222 11.126mm Black / White 100 06H1246 87.75 
@ TSI-S08-1100-NAT 3.53mm Natural 100 37N1594 ae $PC12223 12.7mm Black / White 1001 06H1247 S338 
@ TSI-S06-1100-NAT 442mm Natural 100: 37N1596 436.80 SPC12224 19.05mm Black / White 100 06H1248 140.05 
@ TSI-S04-1100-NAT 554mm Natural 100 37N1598 370.04 SPC12225 31.7omm Black / White - OGHI2400 | BeI25190 
AMS-3655 TTI Series Thin Wall, PTFE (Polytetrafluoroethylene) Spciza6 | _44.45mm Black / White 50 OGH25) 182.20 
@ TTI-S28-1100-NA 0.46mm Natural 100 37N489 24.00 Standard Sleeving, Black, PE (Polyester) 
@ TTI-S26-1100-NA 0.53mm Natural 100 37N490 533.52 @ SPC12212 3.175mm Black 100 06H1236 46.61 
@ TTI-S24-1100-NAT 0.66mm Natural 100 37N491 189.81 @ SPC12213 6.35mm Black 100 06H1237 64.91 
@ TTI-S22-1100-NA 0.81mm Natural 100: 37N492 69.09 @ SPC12214 12.7mm Black 100 06H1238 88.78 
@ TTI-S20-1100-NA 0.97mm Natural 100 37N493 384.75 @ SPC12215 19.05mm Black 100) 06H1239 102.14 
© TTI-S18-1100-NAT 17mm Natural 100 37N494 246.24 @ SPC12216 si Tomi Black 50 061240 90.04 
@ TTI-S16-1100-NA 147mm Natural 100 37N495 431.10 @ SPC12217 44.45mm Black 50 06H1241 118.27 
@ TTI-S14-1100-NA 1.83mm Natura 100 37N496 293.44 @ SPC12219 88.9mm Black 25 | _06H1243 112.33 
@ TTI-S12-1100-NA 2.31mm Natural 100 37N481 111.15 PIM_74117 
@ TTI-S10-1100-NA 2.84mm Natural 100ft 37N482 373.47 
@ TTI-S08-1100-NA 3.53mm Natural 100ft 37N483 877.23 HIGH-TEMPERATURE RESIN-COATED Dro-POWER 
@ TTI-S06-1100-NA 4.42mm Natura 100 37N484 1081.35 FIBREGLASS BRAIDED SLEEVING 
PIM_6358 @ Resin-coated, heavy-weight, braided fibreglass RoHS _ 
© Extremely high temperature resistant — protects to Gee tinpiat 
1200°F Available 
HALAR® EXPANDABLE BRAIDED SLEEVING = © Ideal thermal protection for wires, cable and hoses 
© High abrasion and cut resistance p rO POWER © Cutand abrasion resistant _ 
© Chemically inert sig ° Easy to install - cuts with scissors 
© Cuts easily with hot knife Gee einoiat @ Minimal dusting when cut and handled 
© Halogen-free, low outgassing, approved for Available © Asbestos free ; , 
plenum applications ® ® Resists gasoline and engine chemicals 
@ Flammability rating: UL94 V-0, FAR 25.853, UL a Price per 
« Radon resistant itera psec 
. . i -4+ 
© Operating temperature: -103°F to 320°F : Mfg. Part No Diameter Color Length Stock No. 1-4: 
© Ideal in corrosive environments Fibreglass 
® Color: black with white threaded tracer @ SPC14520 6.35mm Black 100ft 26K1791 153.90 
perennial aa bsiuabiccen napoat is eens ; alias @ SPC 14522 12.7mm Black 100ft 26K1793 382.70 
used where flammability, high-temperature endurance and low outgassing are primary concerns. Braided from 
11 mil filaments of Halar® (ECTFE ethylene chlorotrifluoroethylene fluoropolymer). Because of its low flame @ SPC14521 16.875mm Black ‘00rt eRT2 226.95 
spread and smoke generation properties, Halar® has received UL 910 (NFPA 262) plenum listing, UL flame @ SPC14523 22.225mm Black 50ft 26K1794 300.11 
resistance rating of VW-1 and meets automotive industry requirements of FM VSS 302. Resists a wide range @ SPC14524 28.575mm Black 50ft 26K1795 51.67 
of corrosive chemicals and organic solvents, including strong acids, chlorine and aqueous caustics. Sold in 
spool sizes listed in table below. PIM_84567 
Price per 
Internal | Spool _ BRAIDED FIBREGLASS ELECTRICAL SLEEVING S 
Mfg. Part No. Diameter Color Length Stock No. 1-4+ - p ro POWE R 
ECTFE (Ethylene Chlorotrifluoroethylene) Fluoropolymer ols 
@ SPC14307 6.4mm Black / White 100ft 72J8440 109.00 Gee tinoiat 
vailable 
@ SPC14308 11mm Black / White 100ft 72J8441 210.33 * 
@ SPC14309 16mm Black / White 100ft 72J8442 284.80 AY 
@ SPC14310 19mm Black / White 100ft 7258443 498.40 © Choice of tan-dyed or undyed natural fibreglass @ Heat annealed 
F © Heat-treated for minimal fraying @ UL recognized (File E92997) 
@ SPI il 32mm Black White _ ees S825) © Tan-colored resin dye affords additional fray © Operating temperature: -76°F (-60°C) to +1200°F 
PIM_83657 resistance and firmness (649°C) 
@ Expands for ease of installation © Sold in spools of 100’ 
® Class 240C insulation 


Tightly braided fibreglass sleeving designed as Class 240C insulation that is heat annealed to remove organic 
impurities, improve handling and reduce end fraying. Compatible with varnishes, epoxies and bonding agents 
where maximum reinforcement between the glass and encapsulant is needed. Can be used as primary and 
secondary insulation for motor leads, small appliances, brush assemblies, electric resistance heating elements, 


620 


and similar low voltage applications. Ideal for abrasion and cut-through protection over insulated leads. 


Go online or call for non-compliant or ROHS Compliant products. See page 2 
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CABLE MANAGEMENT 


ELECTRICAL SLEEVING 


BRAIDED FIBREGLASS ELECTRICAL SLEEVING (CONT.) FRAY-RESISTANT EXPANDABLE SLEEVING DrO-POWER 
Price per 
Spool es RoHS 
Internal us | = Compliant 
Mfg. Part No. Diameter Color Length Stock No. 1-4+ ‘Available 
Natural Undyed, Fibreglass ° 
@ SPC4913 0.559mm Natural 100) 50N080 50.05 AW dq) 
@ SPC4914 0.686mm Natural 1001 50N081 59.58 ~ 
© SPCA916 1.067mm Natural 100 50N083 59.58 Flame-Retardant Grade Sear 
@ SPC4917 4.347mm Natural 100 50N084 6.62 © Available in standard and flame-retardant grades = @ Temperature range: -75°C to +125°C 
= © Resists fraying when cut with scissors ® Melting temperature: 230°C. 
@ SPC4918 1.677mm Natural 100 SON085 8.36 © Increased braid density for fuller coverage © UL recognized (file E107055), CSA certified (file 
@ SPC4919 2.159mm Natural 100) 50N086 68.06 @ High abrasion resistance LR66145-1) 
@ SPC4920 2.693mm Natural 1001 50N087 71.53 Price per 
@ SPC4921 3.379mm Natura 100 50N088 82.00 Internal Spool 
@ SPC4922 4.217mm Natura 100 50N089 93.04 Mfg. Part No. Diameter Color Length Stock No. 1-4+ 
@ SPC4923 5.284mm Natural 100) 50N090 107.42 Flame-Retardant Grade Sleeving, Criss-Cross White Tracer, PET (Polyethylene Terephthalate) 
© sPcag24 6.68imm Natural 100! 50NO91 rae @ SPC20168 3.2mm Black / White 100 87K0905 70.85 
© $PC4925 8.382mm Natural 100 50NO92 ARATE @ SPC20169 6.35mm Black / White 100 87K0906 98.10 
@ SPC4926 9.525mm Natural 100 50N093 253.05 @ SPC20170 9.53mm Black / Wie 100 87K0907 133.38 
@ SPC4927 11.126mm Natura 700 50N094 318.73 @ SPC20171 12.7mm Black / White 100 87K0908 159.03 
@ SPC4928 42.7mm Natura 100 50N095 411.38 @ SPC20172 49.05mm Black / White 50 87K0909 411.73 
@ SPC4929 15.875mm Natura 100 5ON096 427.52 @ SPC20173 25.4mm Black / mnie 50! 87K0910 130.80 
@ SPC4930 19.05mm Natura 100 50N097 671.25 @ SPC20175 38.1mm Black / White 50! 87K0913 = 
@ SPC4932 25.4mm Natural 100) 50N099 761.67 Standard-Grade Sleeving, PET (Polyethylene Terephthalate) 
Tan-Colored Resin Dyed, Fibreglass @ SPC5146 3.175mm Black 100 50N469 20.00 
@ GSX-$24-1100-NAT 0.559mm an 100 04F4470 60.49 @ SPC5147 6.35mm Black 100 50N470 25.00 
@ GSX-$22-1100-NAT 0.686mm an 100 04F4471 61.17 @ SPC5148 9.5amm Black 100 5ON471 37.50 
@ GSX-S20-1100-NAT 0.864mm an 700 04F4472 as @ SPC5149 12.7mm Black 100 50N472 45.00 
@ GSX-S18-1100-NAT 1.067mm an 100 04F4473 63.56 © SPC5150 19.06mm Black 50 50N473 27.50 
© GSX-S16-1100-NAT 1.347mm an 100 O4F4474 64.87 @ SPC5151 254mm ads 50 pONGTA 31.25 
© GSX-814-1100-NAT 1.677mm an 100 O4F4475 67.43 SSiCoIbe Se oti Blak =a SONGS 40.00 
@ GSX-$12-1100-NAT 2159mm an 700 O4F4476 a @ SPC5153 38.1mm Black 50 50N476 48.75 
@ GSX-S10-1100-NAT 2.693mm an 100 04F4477 82.40 PIM_34081 
@ GSX-S08-1100-NAT 3.379mm an 100 04F4478 92.58 
@ GSX-S06-1100-NAT 4.217mm an 100 04F4479 105.95 EXPANDABLE BRAIDED SLEEVING WITH HOOK DrO-POWER 
@ GSX-S04-1100-NAT 5.284mm Tan 100 04F4480 122.79 AND LOOP CLOSURE 
@ GSX-S02-1100-NAT 6.681mm Tan 100) 04F4481 153.09 : re a ecaaa braided PET Sapir an 
monofilamen n 
@ GSX-S00-1100-NAT 8.382mm Tan 100 04F4482 194.95 @ Hook and loop fastening system designed for Available 
@ GSX-024-1100-NAT 9.525mm Tan 100 04F4483 266.82 easy wrap bundling and protection of wire, cable, 
@ GSX-028-1100-NAT 11.126mm Tan 100 04F4484 355.62 hoses, andtubes ; 
a ee a ee 1 | © Protects against abrasion, fungus, and rotting 
© GSX-032-1100-NAT 12.7mm Tan 100 04F-4485 460.83 © Unaffected by most chemical environments, and solvents 
@ GSX-040-1100-NAT 15.875mm Tan 100 04F4486 618.11 © Temperature rating: -75°C to +125°C 
GSX-048-1100-NAT 19.05mm Tan 100 04F4487 588.74 © Melt temperature: +250°C 
© Sold in 25’ spools 
@ GSX-064-1100-NAT 25.4mm Tan 100 04F4489 867.53 ; 
Price per 
PIMLESY Internal Spool 
Mfg. Part No. Diameter Color Length Stock No. 1-4+ 
EXPANDABLE SLEEVING = W PET (Polyethylene Terephthalate) 
p rO PO ER @ 8465-0238 12.7mm Black 25ft 52N9778 150.06 
= fos Wait @ 8465-0239 19.05mm Black 25ft 52N9779 Ss 
Oo © 8465-0240 31.75mm Black 25 52N9780 
A @ 8465-0241 50.8mm Black 25ft 52N9781 


PIM_6342 


Standard-Grade 


Flame-Retardant Grade 
@ Available in standard and flame-retardant grades 


f nas WOVEN MULTIFILAMENT CABLE WRAP @ 
Melting t ture: 250°C 
Meets UL VW specifications WITH HOOK & LOOP CLOSURE multicomp 


e 
@ Resists gasoline and engine chemicals e 
© Cut and abrasion resistant @ MIL-202, FAR 25, FMVSS 302, FR-1 approved 
© Standard operating temperature: -70°C to+125°C + ULrecognized 
Price per 
Internal Spool 
Mfg. Part No. Diameter Color Length Stock No. 1-4+ 
Flame-Retardant Grade Sleeving, Criss-Cross White Tracer, PET (Polyethylene Terephthalate) a 
@ SPC20176 3.175mm Black / White 100 87K0914 45.52 © Non-expandable sleeving woven from polyester © Cut to size using hot knife 
= = multifilament yarns @ Widely used in industrial machinery, electrical 
@ sPC20177 6.35mm Black / White 100 87K0915 65.40 ® Hook & loop closure allows for quick and easy appliances and with A/V cable 
@ SPC20178 12.7mm Black / White 100 87K0916 114.45 installation without having to disconnect existing © Halogen free 
@ SPC20179 49.05mm Black / White 50 87K0917 89.93 cables, cable assemblies or bundles © Flammability rated: VW-1 
F = © Reopens to permit inspection, maintenance, cable @ Operating temperature: -50°C to +150°C. 
@ SPC20180 31.75mm Black / White 50 87K0918 119.90 additions and removal © Melt point: 240 +10°C 
@ SPC20182 50.8mm Black / White 25ft 87K0920 = @ Breakouts are simply made by bringing cable out © Width shown indicates spread width 
Standard-Grade Sleeving, PET (Polyethylene Terephthalate) through hook & loop closure ® Sold in spool lengths indicated in table below 
@ 8465-0228 3.175mm Black 100 52N9768 15.00 ies os 
© 8465-0229 6.35mm Black 100 52N9769 17.50 Internal ; Lee 
© 2465-0230 9.525mm Black 700 52N9770 Ben ae a Diameter Width Color Length Stock No. 1-4+ 
© os — — —- -- —— 28 PPO01364 20mm gomm | Black | ie¢k | 1ACB195 | 142.60 
- 05mm acl 
51550033 31.75 Black 50 52N9773 eee) PP001365 25mm 95mm Black 164ft 18AC8196 — 
S aaeoae ant a = = dba PP001366 30mm tiémm | Black | 16a | 1@ACB197 | 249.20 
- mm acl 
we r6s-0035 74.45 Black 25 52N9775 #2200 PP001367 35mm 130mm Black 164ft 18AC8198 = 
: — = aus PPO01368 40mm 146mm | Black | teat | 48ACB199 = 
@ 8465-0237 63.5mm Black 251 52N9777 100.83 
PIM 6341 > CONTINUED > 
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CABLE MANAGEMENT 
ELECTRICAL SLEEVING 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


WOVEN MULTIFILAMENT CABLE WRAP FIREPROOF SLEEVING 
WITH HOOK & LOOP CLOSURE (CONT.) FOR HIGH TEMPERATURES (CONT.) 
Price per Price per 
Internal Spool External Internal Spool 
Mfg. Part No. Diameter Width Color Length Stock No. 1-4+ Mfg. Part No. Diameter Diameter Color Length Stock No. 1-4+ 
PE (Polyester) Fibreglass / Silicone 
PP001369 45mm 162mm Black 164ft 18AC8200 PP001428 12mm 8mm Red 3281 18AC8258 720.45 
PP001370 50mm 178mm Black 164ft 18AC8201 PP001429 14mm 10mm Red 328 18AC8259 933.87 
PIM_5729461 PP001430 16mm 12mm Red 328 18AC8260 942.81 
PP001431 19mm 15mm Red 82 18AC8261 10.09 
BRAIDED CABLE WRAP (7) PP001432 25mm 20mm Red 82 18AC8262 254.59 
WITH HOOK & LOOP CLOSURE m Iti m PP001433 31mm 25mm Red 82 18AC8263 325.40 
u co Pp PP001434 36mm 30mm Red 82 18AC8264 397.80 
PP001435 41mm 35mm Red 82 18AC8265 551.62 
PP001436 47mm 40mm Red 82i 18AC8266 530.67 
PP001437 53mm 45mm Red 65.6 18AC8267 572.22 
PP001438 59mm 50mm Red 65.61 18AC8268 761.88 
PPI 64 55 R 65.61 18AC8269 
@ Durable polyester braided material power cords in home theater, computer and TV Poors au ly sss easels 
© Polyamide hook & loop closure allows for quick applications to help create a tidy, well organized PP001440 70mm 60mm Red 65.6 18AC8270 785.09 
and easy installation without having to disconnect environment PP001441 75mm 65mm Red 65.6 18AC8271 1004.84 
existing cables, cable assemblies or bundles @ Flammability rated: VW-1 Pp} 80 70 Re 49.2 18AC8272 
© Reopens quickly to permit inspection, mainte- © Operating temperature: -50°C to +150°C = ae ut am ae - peated) 
nance, cable additions and removal © Melt point: 240 +10°C P001443 85mm 7mm Red 49.21 18AC8273 740.18 
@ Breakouts are simply made by bringing cable ou' @ |.D. shown indicates bundle max; width shown PP001444 90mm 80mm Red 49.2 18AC8274 662.10 
through hook & loop indicates flat width DPI 
© Cut to size using hot knife © Sold in spool lengths indicated in table below on cau 85mm ic _ PBACEZIS 102,68 
© Used in management of A/V cable and PP001446 101mm 90mm Red 49.2 18AC8276 127.34 
Price per PP001447 112mm 100mm Red 49.21 18AC8277 827.27 
Internal |_Spool _—Pi_5730033 
Mfg. Part No. Diameter Width Color Length Stock No. 1-4+ 
PE (Polyester) 
Spaniar ann Tani Bibck TT TANG aouaE GRP-120 SERIES FLAME-RETARDANT, ; 
EXPANDABLE, BRAIDED POLYESTER AlphaWire 
PP001372 12mm 19mm Black 164ft 18AC8203 - SLEEVING p 
Cables you trust. Service you deserve. 
PP001373 20mm 32mm Black 164ft 18AC8204 = © Lightweight, flexible routing y y oe 
PP001374 32mm 51mm Black 164ft 18AC8205 223.36 @ High abrasion and cut-through resistance Gee tinoiat 
© Rot-free, fungus-proof applications Available 
PP001375 40mm 64mm Black 164ft 18AC8206 64.68 Passes UL VW-1 flame test A ©) 
PIM_5729464 @ UL recognized wwe 
GRP-120 series flame-retardant braided polyester 
sleeving features an open weave that allows for 
EMI SHIELDING CABLE WRAP WITH 2] a greater range of diameter expansion, providing ease of installation and gripping action over a wide range 
HOOK & LOOP CLOSURE multicomp of shapes and sizes. Ideal for protecting wire bundles, harnesses, pneumatic hoses, hydraulic lines, cable, 


and highly polished or threaded machine parts. To prevent fraying of sleeving ends simply cut/seal with a hot 
knife. If flame resistance is not required, select general-purpose GRP-110 series expandable braided polyester 


sleeving;order separately, go online or call. If non-fraying sleeving is desired, select general-purpose GRP- 
110NF series or flame-retardant GRP-120NF series non-fraying, expandable braid sleeving; order separately, 
go online or call. 
i — Price per 
Internal Spool 
@ Woven from polyester multifilament yarns @ Widely used in railway and automotive industries Mfg. Part No. Diameter Color Length Stock No 1-44 
@ Highly flexible tinned copper shielding mesh using where wire harnesses need EMI shielding and : : - 
an internal shield overlap and grounding strap during protection PE (Polyester) 
© Heavy-duty polyamide hook & loop allows for easy © Flammability rated: DIN 5510 @ G1201/8 BKO05S 3.18mm Black 100ft 04F8663 131.41 
wrapping and closing over cable bundles © Operating temperature: -50°C to +125°C @ G1201/8 WHO05 3.18mm White 100ft 04F8666 131.41 
@ Reopens quickly to permit inspection, mainte- © Melt point: 240 +10°C - - 
nance, cable additions and removal © Sold in spool lengths indicated in table below @ G1201/4 WHO0S 6.35mm White 100% 04F8667 205.27 
© Cut to size using scissors @ G1201/2 WHO05 12.7mm White 100ft 04F8668 283.10 
Price per @ G1203/4 WHO05 19.05mm White 100ft 04F8669 430.85 
Internal Spool @ G12011/4 BKOO7 31.75mm Black 50ft 27M4044 276.58 
Mfg. Part No. Diameter Color Length Stock No. 1-4+ 612013/4 BKOO7 44.45mm Black 50ft 04F8665 434.70 
Bunde Diameter 10-16mm, PE (Polyester) PIM 6394 
PP001402 16mm Black 82ft 18AC8233 486.11 = 
Bunde Diameter 17-20mm, PE (Polyester) 
rae EMI SHIELDING WOVEN SLEEVING @ 
PP001403 20mm Black 82ft 18AC8234 = ; 
: © Woven copper foil and PET monofilament mu iticomp 
Bunde Diameter 21-30mm, PE (Polyester) © Provides excellent electromagnetic protection 
PP001404 30mm Black 82ft 18AC8235 1016.83 e Lightweight, durable and more flexible than 
Bunde Diameter 31-50mm, PE (Polyester) finned copper braid ; F 
© Resistant to gasoline and engine chemicals 
PP001405 50mm Black 82ft 18AC8236 1384.19 © Cut to size using scissors 
© Widely used in communication systems, elec- 
PIM_5729947 Widely used i icatt ; 
ia tronic medical and military equipment 
© Operating temperature: -40°C to +150°C. 
@ |.D. shown indicates expanded max; widt 
FIREPROOF SLEEVING @ hon sli flat width 7 ig 
FOR HIGH TEMPERATURES multicomp ® Sold in spool lengths indicated in table below 
© Special dense E-class fibreglass with a self-extinguish- 1 : 
ing, high-temperature silicone rubber coating Ne Price per 
@ Protects against exposure to extreme heat, open flame : . Gg Internal |_Spool 
and molten splash Mfg. Part No. Diameter Width Color Length Stock No. 1-4+ 
@ Provides a high degree of insulation to protect hot, cold Copper Foil / PET 
ee lines, pipes and tubing from temperature PP001410 Tin inn Tin 7Ted0ft 22AC3309 = 
© Offers abrasion resistance to protect cables, hoses and wire harnesses from damage PP001411 | 9mm 6mm Tin 984ft 18AC8241 2067.95 
i pce i pinnae lines, hydraulic and oil lines in aviation and marine fields PP001412 | 42mm 8mm Tin 656i 48AC8242 1743.30 
Flammability ede VvWe1 PP001413 | 16mm 10mm Tin 656ft 18AC8243 = 
© Instantaneous temperature: 1150°C PP001414 | 20mm 42mm Tin 656ft 18AC8244 2481.54 
© Operating temperature: -50°C to +500°C. 23 15 ti 656ft 18AC8245 = 
® Sold in spool lengths indicated in table below EROS al _ a 
PP001416 28mm 20mm Tin 328ft 18AC8246 1472.87 
> CONTINUED > > CONTINUED > 
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CABLE MANAGEMENT 


EMI SHIELDING WOVEN SLEEVING (CONT.) EMI PROTECTIVE TINNED COPPER 
Price per MESH NET SLEEVING 
Internal Spool 
Mfg. Part No. Diameter Width Color Length Stock No. 1-4+ 
Copper Foil / PET 
PP001417 32mm 25mm Tin 328ft 18AC8247 —- 
PP001418 40mm 30mm Tin 328ft 18AC8248 ae 
PP001419 50mm 40mm Tin 164ft 18AC8249 359.43 
PP001420 60mm 50mm Tin 164ft 18AC8250 415.00 
PIM_5729952 
ell CABLE WRAP @ © Lightweight tinned copper mesh netting provides high-speed rail, aerospace and high-tech special 
© Non-expandable sleeving woven from a combination of monofilament multicomp EMI shielding products 
and multifilament polyester yarns : Excellent flexibility making it easily to install © Operating temperature: -60°C to +200°C 
© Split open design allows for easy installation © Provides abrasion resistance © Melt point: 1084 +5°C 
without having to disassemble cable harnesses © Cut to size using scissors © Sold in spool lengths indicated in table below 
or bundles © Used in a variety of industrial applications including 
@ Lightweight yet protects cables from wear due = - 
to abrasion Price per 
© Cut to size using hot knife External Spool 
@ Widely used in automotive, telecom and railway Mfg. Part No. Diameter Width Color Length Stock No. 1-4+ 
industries Copper, Tin Plated 
@ Halogen free - 
Flammability rated: DIN 5510, BS6853 PP001421 32mm 50mm in 164ft 18AC8251 es 
© Operating temperature: -50°C to +150°C PP001422 38mm 60mm in 164ft 18AC8252 — 
© Melt point 240 £10°C PP001423 44mm 65mm in 164ft 18AC8253 52.99 
° : ot ; ; 
Sold in spool lengths indicated in table below = PPODIAD rr 75mm in Teah TBACE254 ant 
‘gene Spon PP001425 76mm 420mm in 164ft 18AC8255 =z 
Mfg. Part No. Diameter Color Length Stock No. 1-44 PP001426 83mm 130mm in l64ft 18AC8256 al 
PE (Polyester) PP001427 118mm 185mm in 164ft 18AC8257 —_ 
PP001469 5mm Black 820.2ft 18AC8299 572.94 PIM_5731299 
PP001470 8mm Black 656ft 18AC8300 566.93 
ppoot471 “0mm Black 4oaf teacesoi_ [347.10 NOISE REDUCTION BRAIDED CABLE WRAP 
PP001472 13mm Black 262.4ft 18AC8302 217.14 © Braided combination of monofilament and multifilament polyester yarns multicomp 
PP001473 46mm Black 82ft 48AC8303 92.60 ° Ene structure reduces noise on wires, cables, 
and hoses 
PP001474 ‘9mm Black Batt 18AC8304 106.45 ® Side-entry design makes it easy to install, 
PP001475 25mm Black 82ft 18AC8305 131.70 remove and reuse 
PP001476 29mm Black 82ft 18AC8306 148.77 © Provides tough, durable protection plus noise 
suppression 
PP001477 32mm Black 82ft 18AC8307 165.45 6 hinocce using tetieate 
PP001478 38mm Black 82ft 18AC8308 165.77 © Halogen free 
PP001479 50mm Black 82ft 18AC8309 80.00 © Ideal use in the automotive, railway and industri- 
BREFaORE al machinery fields 


Overlap: 25% 
Flammability rated: VW-1 


e 
ese e 
INSULATING FIBREGLASS SLEEVING ‘Mia 
e 
° 


@ Made of E-class fibreglass fabric coated with a special silicon resin to multicomp Maximum bundle diameter is 1mm larger than I.D. shown 
resist high temperatures Sold in spool lengths indicated in table below 


© Offers heat resistance up to +200°C Pricaner 
Excellent flexibility G ue 
@ Flammability rated: VW-1; self-extinguishing Internal | Spool 
© Operating temperature: -60°C to +200°C Mfg. Part No. Diameter Color Length Stock No. 1-4+ 
. Praeotil voltage: 1.5KV - ote PET (Polyethylene Terephthalate) 
© Cut to size using cutting machine or scissors oF 
@ Widely used to insulate transformers, motors, PP001396 Simm Black 656ft 18AC8227 72.90 
generators, resistor leads, etc. PP001397 9mm Black 328ft 18AC8228 45.45 
© Sold in spool lengths indicated in table below PP001398 43mm Black 164¢t 18AC8229 a 
Price per PP001399 19mm Black 82ft 18AC8230 17.87 
Internal imaSecola PP001400 25mm Black 82ft 18AC8231 44.42 
: Mfg. Part No. Diameter Color Length Stock No. 1-4+ PP001401 32mm Black Boft 718AC8232 22.74 
Fibreglass / Silicone PIM 5720725 
PP001448 imm White 328ft 18AC8278 = 
PP001449 1.5mm White 328ft 18AC8279 -— 
PP001450 2mm White 328ft 18AC8280 ee TINNED COPPER WIRE BRAID 
PP001451 2.5mm White 328ft 18AC8281 = Alp haWire 
PP001452 3mm Whit ie 328ft 18AC8282 46.93 ae Service you deserve. 
PP001453 3.5mm White 328ft 18AC8283 20.04 Gepeinpian 
PP001454 4mm White 328ft 18AC8284 56.76 Available 
PP001455 4.5mm White 328ft 18AC8285 81.59 evaland Tabular 
PP001456 5mm White 328ft 18AC8286 77.72 se 
PP001457 5.5mm White 328ft 18AC8287 60.57 
PP001458 6mm White 328ft 18AC8288 67.40 
PP001459 7mm White 328ft 18AC8289 72.78 
PP001460 8mm White 164ft 18AC8290 = 
PP001461 9mm White 164ft 18AC8291 65.65 Flat Braid © Braid coverage 95% minimum 
PP001462 40mm White 164ft 418AC8292 79.95 @ Woven tinned copper @ Ideal way to install additional shielding to cable 
= © Combines high current capacity and flexibility Tubular Braid 
PP001463 ican Ail e 164i fBACRZ98 taal @ For grounding and bonding strap applications @ Woven tinned copper 
PP001464 12mm White 164ft 18AC8294 79.36 Oval Braid © Each strand meets ASTM-B-33 
PP001465 43mm White 164ft 18AC8295 173.48 © Woven tinned copper oval construction @ Ideal way to install additional shielding to cable 
PP001466 44mm White 164ft 18AC8296 117.29 The shielding of electronic interconnect cables can play a critical role in overall system performance. System 
5 : configuration, type of signals transmitted and proximity to noise generating sources all must be considered. 
PP001467 1Smm White 1644 18AC8297 143.07 These factors plus the type of interference, whether electromagnetic (EMI), electrostatic (ESI) or radio frequency 
PP001468 16mm White 164ft 18AC8298 223.81 (RFI), will determine the necessity and type of shielding required. Alpha’s copper braid conforms to FCC socket 
PIM_5731013 20780 governing EMI and RFI shielding. Sold in spool lengths listed below. 


Flat Tinned Copper Wire Braid 
> CONTINUED > 
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CABLE MANAGEMENT 
ELECTRICAL SLEEVING 
TINNED COPPER WIRE BRAID (CONT.) 
Price per 
Spool 
Mfg. Part No. Width Color Length Stock No. 1-4+ 
Flat Wire Braid, Copper, Tin Plated 
@ 1221 SV005 0.64mm Silver 100: 02F7885 177.54 
@ 1221 SV001 0.64mm Silver 1000 02F7886 1230.16 
@ 1222 SV005 0.81mm Silver 100: 02F7887 206.15 
@ 1222 SV001 0.81mm Silver 1000 02F7888 1316.25 
@ 1223 SV005 1.19mm Silver 100: 89K8037 249.16 
@ 1223 SV001 1.19mm Silver 1000 02F7891 1404.61 
@ 1224 SV005 2.39mm Silver 100: 86K8996 243.79 
@ 1224 SV001 2.39mm Silver 1000 02F7893 1455.40 
@ 1229 SV005 3.18mm Silver 100) 02F7894 272.82 
@ 1229 SV001 3.18mm Silver 1000 85K9587 1625.70 
@ 1230 SV005 4.75mm Silver 100 86K6708 298.36 
@ 1230 SV001 4.75mm Silver 1000 02F7897 1809.27 
@ 1231 SV005 6.35mm Silver 100 02F7898 317.92 
@ 1231 SV001 6.35mm Silver 1000: 02F7900 2523.86 
@ 1232 SV005 9.78mm Silver 100 02F7901 245.00 
@ 1232 SV001 9.78mm Silver 1000 02F7903 4160.33 
@ 1233/2 SV005 12.7mm Silver 100 89K8038 643.47 
@ 1233/2 SV001 12.7mm Silver 1000 02F7906 5364.36 
@ 1233 SV005 15.88mm Silver 100 02F7907 681.19 
@ 1233 SV001 15.88mm Silver 1000 02F7909 5666.90 
@ 1234 SV005 19.05mm Silver 100 02F7910 1531.41 
@ 1234 SV001 19.05mm Silver 1000ft 02F7912 13037.74 
@ 1235 SV005 25.4mm Silver 100 89K8039 1445.46 
@ 1235 SV001 25.4mm Silver 1000: 02F7915 11913.41 
@ 1239 SV005 34.93mm Silver 100 85K9588 1637.81 
@ 1239 SV001 34.93mm Silver 1000ft 02F9054 13558.64 
@ 1240 SV005 38.1mm Silver 100 02F9055 2294.42 
@ 1241 SV005 44.45mm Silver 100 03F3292 4588.32 
@ 1242 SV005 50.8mm Silver 1001 02F9056 5757.91 
@ 1242/4 SV005 76.2mm Silver 100 02F9057 11106.47 
PIM_6462 
Oval and Tubular Tinned Copper Wire Braid 
Price per 
Internal Spool 
Mfg. Part No. Diameter Color Length Stock No. 1-4+ 
Oval Wire Braid, Copper, Tin Plated 
@ 2132 SV005 1.59mm Silver 100) 02F9791 175.34 
@ 2138 SV005 437mm Silver 100 86K9011 377.74 
@ 2142 SV005 6.35mm Silver 100 02F9794 489.87 
@ 2144 SV005 9.53mm Silver 100 02F9795 546.19 
@ 2146 SV005 12.7mm Silver 100 04F9483 1034.31 
@ 2148 SV005 15.88mm Silver 100 04F9484 1125.49 
@ 2150 SV005 17.46mm Silver 100 04F9485 1388.27 
@ 2152 SV005 19.84mm Silver 100 04F9486 1515.75 
Tubular Wire Braid, Copper, Tin Plated 
@ 2162 SV005 1.57mm Silver 100 86K9012 306.83 
@ 2163 SV005 1.98mm Silver 100 92F7331 355.59 
@ 2164 SV005 2.77mm Silver 100ft 02F7919 370.08 
@ 2166 SV005 3.18mm Silver 100 89K8106 386.21 
@ 2168 SV005 434mm Silver 100 02F7921 490.84 
@ 2170 SV005 5.16mm Silver 100) 02F7922 636.90 
@ 2171 SV005 6.35mm Silver 100 89K8107 922.92 
@ 2171/1 SV005 7.14mm Silver 100 03F2632 962.52 
@ 2172 SV005 9.53mm Silver 100 02F7923 950.79 
@ 2173 SV005 11.4mm Silver 100 29M7232 1567.52 
@ 2174 SV005 12.7mm Silver 100 85K9678 ef 
@ 2175/1 SV005 16.66mm Silver 100 03F2635 3251.20 
@ 2176 SV005 19.84mm Silver 1001 02F7925 1555.16 
PIM_5576979 
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FIT® Brass Braid 


@) AlphaWire 


Cables you trust. Service you deserve. 


RoHS _ 
Compliant 
Available 


© Attractive brass finish 

® Tubular shape for easy installation and termination 
@ Excellent EMI protection 

© Can be used as a low-resistance ground strap 


© Corrosion, salt water, abrasion and cut-through 
resistant 

© Brass material is an EPA-registered antimicrobial 
and germicidal copper alloy 


Enhance any application aesthetically, electrically and mechanically with FIT® brass braid that combines good 
looks with physical and EMI protection. Ideal for medical, food/beverage, and semiconductor applications 
because it continuously reduces bacterial contamination, acheiving 99.9% reduction with two hour of exposure. 
Price per 
Internal Spool 
Mfg. Part No. Diameter Color Length Stock No. 1-4+ 
Brass 
@ 2155 NA003 3.175mm Natural 250ft 68Y4625 862.79 
@ 2156 NA005 6.35mm Natural 100ft 684626 922.92 
@ 2157 NA00S 9.53mm Natural 100ft 684627 950.79 
@ 2158 NA00S 12.7mm Natural 100ft 68Y4628 1303.15 
PIM_5501321 


TINNED COPPER SHIELDING/BONDING BRAID 


SENDING ALL THE RIGHT SIGNALS 

J RoHS _ 
Compliant 
Available 


© Conforms to QQ-B-575B specifications 
® Sold in spool sizes listed in table below 


© Tinned copper braided wire — tubular construction 
© Provides approximately 90% shield coverage when 
applied over recommended diameter 


Price per 
Internal Spool 
Mfg. Part No. Diameter Color Length Stock No. 1-4+ 
Flat (19.05mm Width) — 3.4 AWG, (480 x 30), 24.32mm2, 145A, Copper, Tin Plated 
@ 8670 00050 | in 50: 87K7265 1066.81 


Tubular — 11.3 AWG (192 x 34), 3.85mmz2, 46A, Copper, Tin Plated 


@ 8661 00050 5.1mm in 50) 02F4316 348.64 
@ 8661 000250 5.1mm in 2501 87K7263 1629.91 


Tubular — 11.9 AWG (168 x 34), 3.4mm2, 38A, Copper, Tin Plated 


@ 8663 00050 5.33mm in 50) 02F4324 378.14 
@ 8663 000250 5.33mm in 250! 88K2220 1670.84 
Tubular — 13.3 AWG, (120 x 34), 2.43mm2, 36A, Copper, Tin Plated 

@ 8668 00050 4.32mm in 50) 02F4320 Zool 
© 8668 000250 4.32mm in 250 02F4321 1299.76 


Tubular — 14.3 AWG (96x34), 1.92mm2, 27A, Copper, Tin Plated 


@ 8660 00050 3.05mm in 50) 02F4314 231.47 


Tubular — 4.3 AWG (96x34), 1.92mm2, 27A, Copper, Tin Plated 


© 8660 000250 [_3.05mm in| __250 02F4315 1093.60 

Tubular — 6.6 AWG, (576 x 34), 11.6mmz2, 80A, Copper, Tin Plated 

@ 8662 00050 19.84mm in 50) 87K6335 798.29 

@ 8662 000250 19.84mm in 250ft 02F4319 4690.95 

Tubular — 8.9 AWG, (336 x 34), 6.74mm2, 62A, Copper, Tin Plated 

@ 8669 00050 12.7mm in 50) 87K7264 727.96 

@ 8669 000250 12.7mm in 250! 02F4323 1555.56 

PIM_6165, 

PVC REVERSIBLE BUTTON CABLE WRAP © 
multicomp 

"2 ed 


Reversible — Grey on one side and Black on the other 


> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


PVC REVERSIBLE BUTTON CABLE WRAP (CONT.) 


@ Reversible design allows choice of Grey or Black © Cut to size using scissors 

side to fit installation needs © Offers excellent insulation and prevents abrasion 
@ Reusable — button closures permit quick and easy damage 

installation without having to disconnect existing @ Widely used to protect wires of mechanical equip- 

cable assemblies, bundles or harnesses ment, power converters, and automated devices 
@ Reopens for inspection, maintenance, cable © Material thickness: 0.35mm+0.03mm 

additions and removal @ Flammability rated: UL94V-0 


@ Allows breakouts for wire re-routing or replacement © Operating temperature: -15°C to +85°C 
@ Textured PVC wrap with durable POM (polyoxym- = @ Sold in spool lengths indicated in table below 
ethylene) buttons 
Price per 
Internal Spool 
Mfg. Part No. Diameter Width Color Length Stock No. 1-4+ 
PVC (Polyvinylchloride) 
PP001388 14mm 75mm Grey / Black 246ft 18AC8219 ae 
PP001389 19mm 90mm Grey / Black 246ft 18AC8220 2325) 
PP001390 24mm 100mm Grey / Black 246ft 18AC8221 = 
PP001391 29mm 115mm Grey / Black 246ft 18AC8222 28.47 
PP001392 39mm 146mm Grey / Black 246ft 18AC8223 4 
PP001393 49mm 175mm Grey / Black 246ft 18AC8224 136.27 
PP001394 69mm 241mm Grey / Black 246ft 18AC8225 es 
PP001395 99mm 333mm Grey / Black 246ft 18AC8226 128.62 
PIM_5729644 


RAYCHEM INSTALITE® LIGHTWEIGHT SCREENING 


COPPER BRAID =~ 
LWB Series = 
AUTHORIZED DISTRIBUTOR 
Sern ; 
Compliant 
Available 
Features © Temperature range: -65°C to +150°C tin plated; 


@ Up to 50% lighter than traditional copper braid 

e Excellent electrical shielding performance over a 
wide frequency range 

© Better low-frequency performance than plated 
fibers or microfilaments 

@ Lightning protection — tested Waveform 5B, 21 kA 

@ Flexible making it easier to use — 1000 cycles 
min., SAE AS4373 method 704 (180° bend) 


-65°C to +200°C nickel plated 

© Supplied on a plastic former for easy pull-on 
installation onto various substrates 

@ Sold in spool lengths indicated in table below 

Applications 

@ Military harnesses 

© Commercial aerospace 

@ Unmanned vehicles 


CABLE MANAGEMENT 
ELECTRICAL SLEEVING 


BRAIDED EXPANDABLE SLEEVING 

@ Woven from flexible, weather-resist- 
ant black PET material 

@ Provides continuous abrasion pro- 
tection for wire, cable and tubing 

@ Lightweight, yet durable protection 

@ Flexible open weave will not trap 
heat or humidity 

@ Allows for use with irregular shapes 

© Ideal for applications up to 125°C 
(257°F) 

@ Flame retardant version is self-ex- a 
tinguishing, meets UL1441 VW-1 

@ UL recognized, CSA certified 


os 


Compliant 
Available 


Price per 
Internal Spool 
Mfg. Part No. Diameter Color Length Stock No. ‘ihe 
Flame Retardant Sleeving — Black with White Tracer, PET (Polyethylene Terephthalate) 
@ SE25PFR-TRO 6.4mm Black / White 2001 98F7524 269.41 
@ SE38PFR-TRO 9.5mm Black / White 2001 98B5398 484.91 
Standard Sleeving — Black, PET (Polyethylene Terephthalate) 
@ SE12P-TRO 3.2mm Black 2001 97B2970 145.35 
@ SE25P-TRO 6.4mm Black 2001 33C1006 195.21 
@ SE38P-TRO 9.5mm Black 2001 50B6640 274.00 
@ SE50P-CRO 12.7mm Black 100 50B6641 184.08 
@ SE50P-DRO 12.7mm Black 500 34H2779 944.48 
@ SE75P-CRO 19.1mm Black 100 91B3959 231.18 
@ SE125P-LRO 31.8mm Black 50 3304166 139.06 
PIM_68796 


RAYCHEM™ VERSAFLEX™ EXPANDABLE, BRAIDED, 
POLYESTER SLEEVING 


@ Ideally suited for the mechanical protection of wire harnesses and hoses 
@ Excellent abrasion and cut-through resistance 

© Lightweight yet durable 

@ Highly flexible, even at low temperatures 

e 

e 


aga 


connectivity 


AUTHORIZED DISTRIBUTOR 
Spire ’ 
Compliant 

Fungus-proof — will not trap heat or moisture Available 
Expands and contracts easily for a perfect over 
irregular shapes 

© Not affected by most chemicals and solvents 

© Cuts easily with hot knife 

© Operating temperature: -50°C to 150°C 

© Sold in spool sizes listed in table below 


© Constructed from high-performance copper alloy © Space Internal MR 
with choice of tin or nickel plating Mfg. Part No. Diameter Color Length | Stock No. 1+ 
Mfg. Part No. LWB-10x-3.0 | LWB-10x-6.0 | LWB-10x-10.0 | LWB-10x-20.0 Flame Retardant Sleeving, UL E306976 VW-1, 125°C— Black with White Tracer, PE (Polyester) 
DC Resistance Nom. (mQ/m) 9 i @ VERSAFLEX-FR-1/8-09-SP 3.175mm | Black/White | 984.3 84R9336 0.48 
Coverage % Nom. 96.4 86 @ VERSAFLEX-FR-1/4-09-SP 6.35mm Black/White | 984.3 84R9331 0.75 
Diameter Range (mm) 8 to 15 15 to 25 @ VERSAFLEX-FR-3/8-09-SP 9.525mm | Black/White | 492.1 84R9354 1.07 
Price per @ VERSAFLEX-FR-1/2-09-SP 12.7mm Black/White | 492.1 84R9327 4.60 
Internal Spool @ VERSAFLEX-FR-3/4-09-SP 19.05mm | Black / White 2461 84R9349 1.63 
Mfg. Part No. Diameter Length Stock No. 1+ @ VERSAFLEX-FR-1-1/4-09-SP 31.75mm_ | Black / White 2461 84R9343 3.64 
Copper, Nickel Plated Standard Sleeving — Black, PE (Polyester) 
LWB-103-3.0(10) 3mm 32.8 22AC3337 99.25 @ VERSAFLEX-1/8-0-SP 3.175mm Black 984.3 84R9305 0.40 
LWB-103-3.0(50) 3mm 164 22AC3338 932.43 @ VERSAFLEX-1/4-0-SP 6.35mm Black 984.3 84R9298 0.57 
LWB-103-3.0(100) 3mm 328) 14AC8342 2115.28 @ VERSAFLEX-3/8-0-SP 9.525mm Black 492.1 84R9323 0.85 
LWB-103-6.0(10) 6mm 32.8 22AC3339 Ess @ VERSAFLEX-1/2-0-SP 12.7mm Black 492.1 84R9297 4.08 
LWB-103-6.0(50) 6mm 164 22AC3340 1616.00 @ VERSAFLEX-3/4-0-SP 19.05mm Black 2461 84R9317 4.90 
LWB-103-6.0(100) 6mm 328 14AC8345 3447.00 @ VERSAFLEX-1-1/4-0-SP 31.75mm Black 246 84R9309 1.62 
LWB-103-10.0(10) 10mm 32.8 22AC3334 685.71 PIM_177404 
LWB-103-10.0(50) 10mm 164 22AC3335 2363.25 
LWB-103-10.0(100) 10mm 328 SAACES26 5352.00 RAYCHEM INSTALITE® CABLE BUNDLE MANAGEMENT 
LWB-103-20.0(10) 20mm 32.8 22AC3336 178.29 SLEEVES = TE 
LWB-103-20.0(100) 20mm 328 14AC8341 9357.00 Flexible Fishnet Construction conectvity 
Copper, Tin Plated @ Ideal for holding together open loom wire bundles SUHORDES DEED 
LWB-101-3.0(10) 3mm 32.8 BENGISSY 2600S Exremely ighelght and fexble Geeeinpia 
LWB-101-3.0(50) 3mm 164 22AC3331 734.03 © Highly expandable to accommodate a wide range of Available 
LWB-101-3.0(100) 3mm 328) 14AC8332 1881.01 cable diameters : ; ; 
LWB-101-6.0(10) 6mm 3281 22AC3332 284.82 ° oe abrasion-resistant protection prevents 
LWB-101-6.0(50) 6mm 164 22AC3333 1301.65 © Easy to use — cut and bond ends with standard 
LWB-101-6.0(100) 6mm 328 14AC8335 3229.50 hot knife ; 
LWB-104-10.0(50) 0mm 164 ZACH [2009.79 Nees ULOV.0 family requirements 
LWB-101-10.0(100) 10mm 328 14AC8327 4818.00 © Temperature rating: -40°C to +150°C 
LWB-101-20.0(10) 20mm 32.8 22AC3329 555.67 © Sold per Meter 
LWB-101-20.0(100) 20mm 328 14AC8330 8775.00 


PIM_5724544 


1.800.463.9275 © newark.com 


Mfg. Part No. 
Outer Diameter Max. 32mm 42mm 58mm 
Bundle Diameter 5mm to 25mm 10mm to 38mm 20mm to 52mm 
Mass (g/m) 2.9 3.1 3.7 


CBMS-10-P CBMS-20-P CBMS-30-P 
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CABLE MANAGEMENT @ Indicates RoHS Compliant 4] Find Datasheets Online 
ELECTRICAL SLEEVING 
RAYCHEM INSTALITE® CABLE BUNDLE MANAGEMENT SLEEVES (CONT.) HIGH SHRINK RATIO (4:1), SEMI-RIGID, PTFE HEAT-SHRINK TUBING 
Internal MR (CONT) 
Mfg. Part No. Diameter Color Stock No. 1-49+ Price per 
PBT (Polybutylene Terephthalate) Supplied Recovered Pkg. Pkg. 
@ CBMS-10-P 40mm Green 01AC4281 5.06 Mfg. Part No. LD. ID. Color of Stock No. 1-9+ 
@ CBMS-20-P 20mm Green 01AC4282 0.86 4 ft _(48”) Lengths — In Quantities Listed Below 
© CBMS40-P Zomm Green D1AC4283 a6 @ 8416-0895 0.625" 0.178" Natura 16N2371 = 
PIM 5662785 @ 8416-0898 1" 0.278” Natural 16N2374 10.83 
@ 8416-0899 1.25” 0.347” Natural 16N2375 -—- 
6“ Lengths — In Quantities Listed Below 
HIGH-TEMPERATURE, CROSS-LINKED rO-POWER @ 3494 0.078” 0.025” Natural 25 92N6012 ‘11.15 
FLUOROELASTOMER HEAT-SHRINK TUBING p a 3105 pL 0037" Nati 35 cNETT 57 
GeRiimoian @ 3496 0.188" 0.05” Natural 25 92N6014 '35.00 
Pe MADE @ 3497 0.25” 0.063” Natural 25 92N6015 83.22 
Caan © 3498 0.313" 0.078" Natura 25 92N6016 | 100.05 
@ 3501 0.5” 0.144” Natural 10 92N6019 — 
@ 3502 0.625” 0.178” Natural 10 92N6020 —_ 
@ 3505 1” 0.278” Natural 92N6023 Doss 
@ 3506 4.25" 0.347” Natural 92N6024 ‘18.85 
PIM_6331 


@ Ideal for protecting wiring and component covers in @ Easily marked 


aircraft and aerospace applications @ 2:1 shrink ratio 
@ Use in hydraulic fluid transport mechanisms, © Operating temperature range of -55°C to 200°C 
automotive and chemical processing applications (-67°F to 392°F) 
up to 200°C @ Minimum shrink temperature: 175°C (347°F) 
® Outstanding high-temperature performance @ Meets SAE-AMS-DTL-23053/13 and MIL-R-46846, 
© Superior retsistance to highly corrosive chemicals, Type Ill, Class 1 military specifications 
fuels, lubricants, acids and solvents © Sold in packages of five 6” or 4’ (48”) long 
@ Highly impact, abrasion and cut-through resistant pieces 
@ Very flexible 
Price per 
Supplied Recovered Pkg. Pkg. 
Mfg. Part No. LD. 1.D. Color of Stock No. 1-9+ 
4 ft (48”) Lengths — In Quantities Listed Below 
@ MC36405 0.125" 0.062” Black 5 3275267 146.75 
@ MC36407 0.187” 0.093” Black 5 3275269 158.73 
@ MC36409 0.25" 0.125” Black 5 3275271 155.54 
@ MC36411 0.375" 0.187" Black 5 3275273 166.89 
@ MC36413 0.5” 0.25” Black 5 3275275 195.45 
@ MC36415 0.625” 0.312” Black 5 3275277 = 
@ MC36417 0.752" 0.375" Black 5 3275279 272.35 
@ MC36419 _ 0.5” Black 5 3275281 389.21 
6“ Lengths — In Quantities Listed Below 
@ MC36404 0.125” 0.062” Black 5 3275266 18.88 
@ MC36406 0.187" 0.093” Black 5 3275268 35.08 
@ MC36408 0.25" 0.125” Black 5 3275270 33.41 
@ MC36410 0.375” 0.187” Black 5 3275272 41.81 
@ MC36412 0.5” 0.25” Black 5 3275274 50.26 
@ MC36414 0.625” 0.312” Black 5 3275276 48.51 
@ MC36416 0.752" 0.375" Black 5 3275278 50.88 
@ MC36418 1” 0.5” Black 5 3275280 49.87 
PIM_194801 


HIGH SHRINK RATIO (4:1), SEMI-RIGID, PTFE HEAT- ; 

SHRINK TUBING DrO-POWER 
RoHS 

Gee einoiat 

Available 


@ Shrink temperature: 662°F/350°C. Type |, AMS 3584 specifications 
© Continuous operating temperature range:-100°F  @ Good abrasion resistance 
to +500°F (-73°C to +260°C) Excellent fungus, chemical, oil, solvent and acid 
© Overheating will damage tubing, do not heat above resistance 
700°F/327°C © Sold in packages of 4’ and 6” lengths 
@ Meets AMS-DTL-23053/12 Class 5, ASTM D2902- 


PTFE (polytetrafluoroethylene) heat-shrink tubing, upon application of heat in excess of 350°C (662°F), shrinks 
and conforms to the geometry of the part being covered. Stiffness, combined with chemical inertness, makes it 
an excellent strain relief for high-temperature electrical connections within contaminated environments. Tubing 
will become completely clear when it reaches the gel state and will completely recover to its specified size 
provided a slow cooling process is allowed. 
Price per 
Supplied Recovered Pkg. Pkg. 
Mfg. Part No. LD. ID. Color of Stock No. 1-9+ 
4 ft (48”) Lengths — In Quantities Listed Below 
@ 8416-0887 0.078" 0.025” Natural 25 16N2363 57.72 
@ 8416-0888 0.125" 0.037” Natural 25 16N2364 = 
@ 8416-0889 0.188” 0.05” Natural 25 16N2365 = 
@ 8416-0890 0.25” 0.063” Natural 25 16N2366 = 
@ 8416-0891 0.313" 0.078" Natural 25 16N2367 = 
@ 8416-0894 0.5” 0.144” Natural 25 16N2370 = 
> CONTINUED > 
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PHD SERIES ADHESIVE-LINED, 2:1 SHRINK RATIO, s 
THIN-WALL POLYOLEFIN HEAT-SHRINK TUBING pro POWER 


SeBiara 
Compliant 
Available 
© Longitudinal change: -1 to +5% 


© Meets MIL-I-23053/4, Class 2 requirements 
@ UL recognized 


© Thin-wall, flame-retardant polyolefin 
@ 2:1 shrink ratio 
© Operating range: -55°C to +110°C 

@ Minimum shrink temperature: 121°C (250°F) 
PHD series heat-shrink tubing features one-step, environmental protection for electronic, electrical, automotive, 
and marine wire splices, harness breakouts and strain reliefs. As tubing shrinks to skin-tight fit, melted adhesive 
covers substrate and solidifies to form permanent waterproof barrier. 


Price per 
Supplied | Recovered Pkg. Pkg. 
Mfg. Part No. LD. ID. Color of Stock No. 1-4+ 
4 ft (48”) Lengths — In Quantities Listed Below 
@ PHD-008-4025-BLK 0.125” 0.063” Black 25 1101375 244.43 
@ PHD-012-4025-BLK 0.187" 0.093” Black 25 90N6884 339.12 
@ PHD-016-4025-BLK 0.25” 0.125” Black 25 90N6885 = 
@ PHD-024-4025-BLK 0.375” 0.187” Black 25 90N6886 375.21 
@ PHD-032-4005-BLK 0.5” 0.25” Black 5 90N6887 = 
@ PHD-048-4005-BLK 0.752” 0.375" Black 5 90N6888 99.06 
@ PHD-064-4005-BLK 1” 0.5” Black 5 90N6889 171.59 
@ PHD-096-4005-BLK 1.496” 0.752” Black 5 90N6890 = 
@ PHD-128-4002-BLK 2 1” Black 2 50N664 153.25 
6“ Lengths — In Quantities Listed Below 
@ PHD-012-6024-BLK 0.187" 0.093” Black 24 90N6891 7.69 
@ PHD-016-6020-BLK 0.25” 0.125” Black 20 90N6892 56.04 
@ PHD-024-6016-BLK 0.375" 0.187” Black 16 90N6893 37.50 
@ PHD-032-6014-BLK 0.5” 0.25" Black 14 90N6894 49.07 
@ PHD-048-6012-BLK 0.752” 0.375” Black 12 90N6895 15.53 
@ PHD-128-6002-BLK 2 1” Black 2 50N665 19.03 
PIM_6353 


PVHR SERIES IRRADIATED PVC HEAT-SHRINK 


TUBING 


OrO-POWER 
Seren 


© Made from premium-grade, virgin polymers 
© For electrical insulation, protection, strain relief, 


@ Tensile strength: 3000psi 

® Dielectric strength: 1083vpm 
jacketing and bundling © Shrinks quickly at 100°C (212°F) 

e 

e 


2:1 shrink ratio Operating temperature range: -20°C to 105°C 
Meets UL Subject 224-VW-1, CSA OFT rated for 
600V, ASTM D 3150 requirements 

@ Meets MIL-I-23053/2 Class 1 specifications 


© Sold in spool sizes indicated in table below 


e 
® High flexibility 

© Flame retardant 

@ Highly abrasion and cut-through resistance 
© Chemical resistant 


> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


PVHR SERIES IRRADIATED PVC HEAT-SHRINK TUBING (CONT.) 


Price per 

Supplied | Recovered Spool 

Mfg. Part No. ID. LD. Color | Length | Stock No. 1-9+ 

@ PVHR-004-1025-BLK 0.063" 0.031" Black 25 04F6453 20.23 
@ PVHR-004-1100-BLK 0.063” 0.031” Black 1001 04F6451 53.17 
@ PVHR-006-1025-BLK 0.093” 0.046” Black 25ft 04F6457 20.74 
@ PVHR-006-1100-BLK 0.093" 0.046" Black 100 04F6455 78.51 
@ PVHR-008-1025-BLK 0.125" 0.063” Black 251 04F6461 23.12 
@ PVHR-008-1100-BLK 0.125” 0.063” Black 100 04F6459 55.07 
@ PVHR-012-1025-BLK 0.187” 0.093” Black 251 04F6465 24.06 
@ PVHR-012-1100-BLK 0.187" 0.093” Black 100 04F6463 60.20 
@ PVHR-016-1025-BLK 0.25" 0.125” Black 251 04F6469 26.71 
@ PVHR-016-1100-BLK 0.25” 0.125” Black 100ft 04F6467 44.60 
@ PVHR-024-1025-BLK 0.375” 0.187” Black 251 17M7536 32.99 
@ PVHR-024-1100-BLK 0.375" 0.187" Black 100 04F6471 44.73 
@ PVHR-032-1025-BLK 0.5” 0.25” Black 251 04F6477 42.30 
@ PVHR-032-1100-BLK 0.5” 0.25” Black 100 04F6475 84.08 
@ PVHR-048-1025-BLK 0.752" 0.375" Black 251 04F6481 54.05 
@ PVHR-096-1025 1.496" 0.752" Black 251 04F6488 96.87 


PIM_6277 


PVS SERIES FLEXIBLE, FLAME-RETARDANT, PVC 


HEAT-SHRINK TUBING 


DrO-POWER 


RoHS _ 
Compliant 
Available 


SD 


@ 2:1 shrink ratio 

© Low shrink temperature: 100°C (212°F) 
@ Highly flame retardant 
e 
e 


© Operating temperature range: -20C° to 105°C 
@ Dielectric strength: 1083vpm 
@ Meets UL Subject 224 VW-1, CSA OFT rated for 


Flexible and abrasion resistant 600V, ASTM D 3150, SAE-AMS-DTL-23053/2 
Resists many chemicals, oils, chlorine, dirt, Class 2 specifications 
moisture, salt-water and fungus @ UL recognized, CSA certified 
© Outstanding resistance to UV light and fading © Sold in spool sizes indicated in table below 
© Superior 3000 psi tensile strength — 30% stronger @ Also available in crystal clear; go online or call 
than polyolefin 
PVS series heat-shrink tubing constructed from premium-grade virgin polymers specifically engineered for total 
compatibility with all PVC insulated and jacketed wire and cable. Ideal for electrical insulation and strain relief of 
wire harnesses, terminals and wire splices. 
Price per 
Supplied | Recovered Spool 
Mfg. Part No. 1.D. LD. Color | Length | Stock No. 1-9+ 
@ PVS-004-1025-BLK 0.063” 0.032” Black 251 03F3455 17.72 
@ PVS-004-1100-BLK 0.063” 0.032” Black 100 03F3453 33.53 
@ PVS-006-1025-BLK 0.093” 0.046" Black 251 16M0046 17.91 
@ PVS-006-1100-BLK 0.093” 0.046" Black 100 03F3457 73.87 
@ PVS-008-1025-BLK 0.125” 0.063” Black 251 03F3464 31.05 
@ PVS-008-1100-BLK 0.125” 0.063” Black 100 03F3462 56.55 
@ PVS-012-1025-BLK 0.187” 0.093" Black 251 03F3469 33.55 
@ PVS-012-1100-BLK 0.187” 0.093" Black 100 03F3467 75.78 
@ PVS-016-1025-BLK 0.25” 0.125” Black 251 03F3475 34.25 
@ PVS-016-1100-BLK 0.25" 0.125” Black 100 03F3473 39.22 
@ PVS-024-1025-BLK 0.375" 0.187" Black 251 03F3480 40.23 
@ PVS-024-1100-BLK 0.375" 0.187" Black 100 03F3478 55.96 
@ PVS-032-1025-BLK 0.5” 0.25” Black 251 03F3485 46.45 
@ PVS-032-1100-BLK 0.5” 0.25” Black 100ft 03F3482 90.10 
@ PVS-048-1025-BLK 0.752" 0.375" Black 25 03F3489 43.46 
@ PVS-048-1100-BLK 0.752" 0.375" Black 100: 03F3487 69.14 
@ PVS-064-1025-BLK 1” 0.5” Black 251 03F3492 49.71 
@ MC36397 1.496" 0.752” Black 251 3275259 = 
@ MC36396 1.496" 0.752” Black 100: 3275258 = 
@ MC36399 2 1” Black 251 3275261 80.35 
@ MC36398 2 1” Black 1001 3275260 = 
@ MC36401 3” 15° Black 25ft 3275263 188.57 
@ MC36400 3” 15° Black 501 3275262 = 
@ MC36403 4 2: Black 25 3275265 126.19 
PIM_6355, 


1.800.463.9275 © newark.com 


CABLE MANAGEMENT 
HEAT-SHRINK TUBING 


SHS SERIES HIGH SHRINK RATIO 4:1, SEMI-RIGID, = 
ADHESIVE-LINED POLYOLEFIN HEAT-SHRINK pro POWER 


TUBING 
RoHS — 
ny 


@ Medium-wall, semi-rigid, flame-retardant, flexible 
polyolefin 

@ Internal layer of high-flow thermoplastic adhesive 
forms a permanent, non-drying, flexible and 
waterproof barrier 

@ High 4:1 shrink ratio 


@ Minimum shrink temperature: wo 

© Operating temperature range: -55°C (-67°F) to 
110°C (230°F) 

@ UL recognized 

© Sold in packages of 4’ and 6” lengths 


Price per 

Supplied | Recovered Pkg. Pkg. 

Mfg. Part No. 1D. L.D. Color of Stock No. 1-4+ 

4 ft (48”) Lengths — In Quantities Listed Below 

@ SHS-450-4012-BLK 0.4" 0.105” Black 12 66N9260 — 

@ SHS-700-4005-BLK 0.7" 0.175" Black 5 66N9261 239.06 
6 “ Lengths — In Quantities Listed Below 

@ SHS-300-6022-BLK 0.3" 0.06" Black 22 66N9254 = 
@ SHS-350-6020-BLK 0.35” 0.08” Black 20 66N9255 90.98 
@ SHS-700-6012-BLK 0.7" 0.175” Black 12 66N9257 101.18 

PIM_6320 


SRM SERIES SHRINK RATIO 2.5:1, SEMI-RIGID, 
ADHESIVE-LINED POLYOLEFIN HEAT-SHRINK 


TUBING 

© Capable of 2.5:1 shrink ratio 

Longitudinal change:+1 to -10% 

Operating temperature range: -55°C to +110°C. 
Minimum shrink temperature: +135°C (275°F) 
Meets MIL-I-23053/4, Class 1 and AMS 3634 
requirements 

UL recognized (file E52331) 

Sold in packages of 4’ and 6” lengths 

SRM series heat-shrink tubing is co-extruded and 
selectively cross-linked to provide an integral, meltable inner wall that when heated enables contact between 


PrO-POWER 


RoHS _ 
Compliant 
Available 


underlying surfaces and small voids. Provides a tough protective and insulating barrier, highly resistant to 
penetration by moisture and the attack of chemicals and solvents. Ideal for jacketing, encapsulating, and 
environmental sealing of splices, terminations, and components. 
Price per 
Supplied | Recovered Pkg. Pkg. 
Mfg. Part No. LD. LD. Color of Stock No. 1-4+ 
4 ft (48”) Lengths — In Quantities Listed Below 
@ SRM-012-4025-BLK 0.187” 0.06” Black 25 37N333 = 
@ SRM-032-4005-BLK 0.5” 0.195" Black 5 37N337 71.52 
@ SRM-048-4005-BLK 0.752" 0.313" Black 5 37N338 = 
@ SRM-064-4005-BLK ? 0.4” Black 5 37N339 = 
6 “ Lengths — In Quantities Listed Below 
@ SRM-008-6014-BLK 0.125" 0.023" Black 14 37N1818 30.12 
@ SRM-012-6012-BLK 0.187" 0.06" Black 12 37N1819 = 
@ SRM-016-6010-BLK 0.25” 0.08” Black 10 37N1820 5.44 
@ SRM-024-6008-BLK 0.375” 0.135” Black 8 37N1822 = 
PIM_6352 


SST SERIES (1.67:1) SHRINK RATIO FEP HEAT- 
SHRINK TUBING 


PrO-POWER 


RoHS 


Gepsinpian 
Available 


Chemical and thermal characteristics of FEP (fluorinated ethylene propylene), an outstanding electrical 
insulator that offers resistance to many ene except molten alkali metals and fluorine. Has the ability to 


partially shrink at 150°F with complete recovery at 350°F. Use on soldering joints, parts, components, fittings of 
plastic, metal, and wood. Meets AMS-DTL-23053/11 2 and ASTM D2902 specifications. Operating temperature 
range: -75°C to +200°C. Color: transparent (clear). Sold in packages of 2’ (24”) and 6” lengths. 
Price per 
Supplied | Recovered Pkg. Pkg. 
Mfg. Part No. 1.D. LD. Color of Stock No. 1-9+ 
2 ft (24”) Lengths — In Quantities Listed Below 
@ SST-006-2050-CLR 0.093” 0.056” Transparent 50 37N295 229.91 
@ SST-008-2050-CLR 0.125” 0.075" Transparent 50 37N296 192.07 
@ SST-012-2025-CLR 0.188” 0.115” Transparent 25 37N297 251.09 
@ SST-016-2025-CLR 0.25” 0.15” Transparen 25 37N298 197.28 
@ SST-024-2010-CLR 0.375" 0.225" Transparen' 10 37N299 84.70 
@ SST-032-2010-CLR 0.5" 0.3” Transparen 10 37N300 54.45 
@ SST-048-2005-CLR 0.752" 0.45” Transparen 5 37N301 164.22 
@ SST-064-2005-CLR 1" 0.6” Transparen 5 37N302 59.08 
@ SST-096-2001-CLR 1.5” 0.9" Transparen| 1 37N303 — 
@ SST-128-2001-CLR 2 1.2" Transparen! 1 37N304 = 
> CONTINUED > 
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CABLE MANAGEMENT 
HEAT-SHRINK TUBING 


SST SERIES (1.67:1) SHRINK RATIO FEP HEAT-SHRINK TUBING (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


DUAL WALL ADHESIVE-LINED HEAT-SHRINK TUBING (CONT.) 


Price per Price per 
Supplied | Recovered Pkg. Pkg. Supplied Recovered Pkg. Pkg. 
Mfg. Part No. LD. I.D. Color of Stock No. 1-9+ Mfg. Part No. LD. LD. Color of Stock No. 1-4+ 
6 “ Lengths — In Quantities Listed Below 20 ft (6.1m) long Cut Pieces 
@ SST-006-6025-CLR 0.093” 0.056” Transparent 25 92N5995 110.69 MC001692 0.5” 0.17” Black 18AC0984 12.03 
@ SST-008-6025-CLR 0.125” 0.075” Transparent 25 92N5996 84.57 MC001681 0.75" 0.25" Black 18AC0978 10.56 
@ SST-012-6025-CLR 0.188” 0.115" Transparent 25 92N5997 98.32 MC001677 1.54" 0.53” Black 5 18AC0975 = 
@ SST-016-6025-CLR 0.25" 0.15” Transparent 25 92N5998 81.13 PIM_5731867 
@ SST-024-6010-CLR 0.375” 0.225” Transparent 10 92N5999 70.32 
@ SST-032-6010-CLR 0.5" 0.3" Transparent | 10 [RS2NEOOD a FLAME-RETARDANT HEAT SHRINK TUBING @ 
@ SST-048-6010-CLR 0.752" 0.45” Transparent 10 92N6001 — 2:4 Shrink Ratio multicomp 
@ SST-064-6010-CLR 1" 0.6” Transparent 10 92N6002 — @ Flame-retardant cross-linked polyethylene 
@ SST-096-6005-CLR 15° 0.9” Transparent | 5 | 92N6003 ae © Environment friendly, halogen free ; 
© Offers an economic solution for insulating and protecting 
PIM_6300 cable splices and terminals 
@ Widely used in the electrical, communication and 
automotive fields 
TTS SERIES SHRINK RATIO 2:1, THIN WALL, PTFE e ce) = POWER © Operating temperature range: -55°C to +125°C Black 
HEAT-SHRINK TUBING tube; to 105° Transparent tube , 
© Start shrink temperature: 70°C; completely shrink at 
RoHS 110°C 
— eB 6 nal ita: <5 
@ Flammability rated: VW-1 
e Available in black and transparent (clear) 
@ Shrink temperature: 327°C (625°F) Type |, and AMS 3585 specifications SSoldiin package quantities listed below 
© Operating temperature range: ape to +250°C © Sold in packages of 2’ (24”) and 6” lengths Price per 
© Meets AMS-DTL-23053/12 Class 3, ASTM D2902 Supplied | Recovered Pkg. Pkg. 
TTS series heat-shrink tubing constructed of PTFE (polytetrafluoroethylene), an outstanding electrical insulator Mfg. Part No. LD. 1.D. Color of Stock No. 1-9+ 
that offers resistance to many chemicals except molten alkali metals and fluorine. 4 ft (1.2m) long Cut Pieces 
Price per MC001711 0.059" 0.026” Black 25 18AC0998 = 
Supplied | Recovered Pkg. Lip MC001759 0.059" 0.026" Black 25 18AC1028 = 
intg. Fart No, ED._—_| __L Golor_| _of _|MiStockiNo-al aii wmC001732 0.098" 0.039" Black 25 | 18AC1010 aa 
af ese — -——— " -_— Mmc001740 0.098" 0.039" Black 25 | 18ACto14 = 
: f Sy 012" nar — [Netra | 50 =a weed “~ = a oe esa 
@ TTS-S12-2025-NAT 0.15" 0.089" Natural | 25 | 37N1634 3.35 ee el se = 3 ee = 
— 7 7 - MC001752 0.217” 0.098” Black 25 18AC1021 — 
© TTS-S10-2025-NA mu .1t2" | Natural | 25 [masini S88 wcoo1741 0.256" 0.118" | Transparent | 25 | 1@Act01s | 4.47 
ll S-S08-2025-NA’ _ us 0.141 Natural 25 37N1636 5 Mc001709 0413" 0.197" Black 25 18AC0996 ma 
6% Lengths — In Quantities Listed Below _ MCO01751 0.413" 0.197" Black 2 | 418Ac1020 Es 
e H1S:916;00/6:NAT bo bell Natural 16 81N2701 eae wco01689 0531" 0.256" Black 5 18AC0981 = 
alates — — — we -- — = MC001757 053t" 0.256" Black 5 | 18Acto26 = 
: : Sy 0108 0.t12" = = 12 | 81N2704 7, 76 mcoo7s8 a sie — 2 se a 
7 7 - MC001708 0.827" 0.394" Black 5 18AC0995 = 
@ TTS-S08-6010-NAT 0.24 0.141 Natural 10 81N2705 3.23 ico01754 0827" 0.304" Transparent 5 18AC1023 aco 
PIM_6301 MC001717 1.024” 0.492” Black 5 18AC1000 = 
MC001756 1.496” ii Black 5 18AC1025 = 
DUAL WALL ADHESIVE-LINED HEAT-SHRINK © MC001768 1.496" Transparent 5 18AC1034 = 
TUBING multicomp 6 ft (1.8m) long Cut Pieces 
3:4 Shrink Ratio ; mcooi729 | 0.827" 0.394" Black 12 | 18AC1007 3.16 
= er ae ie eet 6 (152m) ong Cut Pees 
© Provides a watertight seal to protect wires, MC001722 0.098” 0.039” Black 36 18AC1003 = 
wiring components, cable bundles and harness MC001762 0.118” 0.049” Black 32 18AC1030 0.91 
e Oe ae environmental protection for MC001736 wake 0.059" Black eS TENET = 
automotive, marine and industrial fields MC001749 0.138” 0.059” Transparent 28 18AC1019 1.36 
© Operating temperature range: -45°C to +125°C MC001723 0.217” 0.098” Black 24 18AC1004 eS 
‘ rete ea “ue mcoo171 0.217" 0.098" Black 24 | 18AC1037 0.58 
© Sold in package quantities listed below MC001728 0.413” 0.197” Black 16 18AC1006 1.00 
Price per MC001772 0.413" 0.197” Black 16 18AC1038 2.00 
Supplied Recovered Pkg. |__Pkg. MC001745 0.531” 0.256" Black 14 18AC1017 ae 
Mfg. Part No. LD. LD. Color of Stock No. ied MC001755 0.531” 0.256" Black 14 | 18AC1024 = 
4 ft (1.2m) long Cut Pieces MC001724 0.827" 0.304” Black 12 | 18AC1005 = 
MC001680 A? 0.33” Black 5 18AC0977 10.19 MC001765 1.496” Black 5 18AC1032 1.08 
6 ft (1.8m) long Cut Pieces 7 ft (2.1m) long Cut Pieces 
Mco01710 0.75" 0.25" Black 12 fSACO837 as mcooi719 | 0.531" 0.256" Black 14 | 18AC1001 1.82 
6 “ (152.4mm) long Cut Pieces 8 ft (2.4m) long Cut Pieces 
Mco01691 0.25" 0.08" Black 20 18AC0983 1.86 mcooi706 | 0.413" 0.197" Black 16 | 18AC0993 = 
MC001698 0.79" 0.2" Black 12 18AC0988 4.49 12 ft (3.7m) long Cut Pieces 
7 ft (2.1m) long Cut Pieces MC001720 0.217" 0.098” Black 24 18AC1002 0.78 
MC001716 0.5" 0.17" Black 14 18AC0999 5.61 100 ft (30.5m) long Cut Pieces 
8 ft (2.4m) long Cut Pieces MC001737 0.138" 0.059" Black 25 18AC1013 7.11 
MC001695 0.37" 0.13" Black 16 18AC0987 6.37 MC001676 0.217" 0.098" Black 25 | 18Aco974 4.24 
12 ft (3.7m) long Cut Pieces MC001683 0.375” Black 25 18AC0979 38.18 
MC001693 0.19” 0.06” Black 24 18AC0985 1.55 14 ft (4.3m) long Cut Pieces 
100 ft (30.5m) long Cut Pieces mcooi753 | _ 0.138" 0.059" Black 28 18AC1022 0.86 
MC001734 0.19" 0.06" Black 25 18AC1011 = 16 ft (5.5m) long Cut Pieces 
Mc001694 0.25" 0.08" Black 25 18AC0986 = MC001763 0.098" 0.039" Black 36 | 18AC1031 0.53 
14 ft (4.3m) long Cut Pieces 20 ft (6.1m) long Cut Pieces 
MC001707 0.13" 0.04" Black 28 18AC0994 1.46 mcooi730 | 0.531" 0.256" Black 5 18AC 1008 = 
> CONTINUED > > CONTINUED > 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


FLAME-RETARDANT HEAT SHRINK TUBING (CONT.) 


MC001703 0.827" 0.394" Black 5 18AC0991 a 

MC001704 1.024” 0.492" Black 5 18AC0992 7.84 

MC001760 1.496” ie Black 5 18AC1029 = 
PIM_5731875 


FP-301 SERIES MULTI-PURPOSE, 2:1, THIN- 
WALL, FLEXIBLE POLYOLEFIN HEAT-SHRINK 
TUBING 


RoHS _ 
Compliant 
Available 


CABLE MANAGEMENT 
HEAT-SHRINK TUBING 


EPS-200 SERIES ADHESIVE-LINED, 2:1, FLEXIBLE, 
POLYOLEFIN HEAT-SHRINK TUBING 
RoHS 
epee 
Available 


2:1 shrink ratio test (jacket) 
® ULlisted (file E-39100) 
® Sold in packages of 4’ (48”) long and 6” long 


pieces 


e 

© Operating temperature range: -55°C to +110°C 
@ Minimum shrinking temperature: 121°C 

© Meets MIL-DTL-23053/4 Class 2 specifications 
® Self-extinguishing, meets UL224 all-tubing flame 


EPS-200 series tubing features one step environmental protection of electronic, electrical, automotive, and 
marine wiring. As the flame retardant, flexible polyolefin outer wall shrinks to a skin-tight fit; the hot melt 
thermoplastic adhesive is pushed into voids and crevices. Upon cooling the adhesive solidifies and bonds to 
form a permanent moisture-proof barrier. 
© Sold in standard spool sizes and packages of 4’ (48”) long and 6” long pieces Price per 
FP-301 series thin-wall, flexible polyolefin heat-shrink tubing Offers an excellent balance of physical, electrical Supplied | Recovered Pkg. Pkg. 
and chemical properties for protecting a wide variety of electronic, electrical and mechanical applications, such Mfg. Part No. LD. LD. Color] of | Stock No. 1-24+ 
as: cable splices, wire marking, harness covering, strain relief and component packaging. Rated for -55° to > a ; 
+135°C (+275°F) and 600V continuous operation. Meets setf-extinguish flammability UL224 All Tubing Flame 4 ft (48”) Lengths — In Quantities Listed Below 
Test requirements. Shrink ratio: 2:1. Meets specifications: UL39100, CSA LR 38227, SAE-AMS-DTL-23053/5, @ EPS200-1/8-48"-BLACK-25 PCS 0.125” 0.063” Black | 25 | 48W4743 | 196.21 
Class 1 (formerly MIL-DTL-23053/5) and AMS-3636, AMS-3637. All sizes in tables below are available in clear @ EPS200-1/4-48"-BLACK-12PCS 0.25” 0.125” Black | 12 95F7655 = 
(which is not flame retardant or UL recognized). Also available in white, red, yellow, blue, and green in selected 7 7 
sizes and assortment packs; go online or call. @ EPS200-3/8-48"-BLACK-12PCS 0.375 0.187 Black | 12 | 95F7656 | 143.83 
Standard Spool Sizes @ EPS200-1/2-48"-BLACK-12PCS 0.5" 0.25” Black | 12 | 95F7657 | 182.37 
Price per @ EPS200-3/4-48"-BLACK-5 PCS 0.752” 0.375" | Black | 5 | 48W4747 | 102.97 
Supplied | Recovered Spool @ EPS200-1-48"-BLACK-5 PCS ? 0.5” Black | 5 | 48W4741 | 140.18 
Mfg. Part No. LD. LD. Color | Length | Stock No. 1-24+ @ EPS200-1 1/2-48"-BLACK-5 PCS 1.496" 0.752”, | Black | 5 | 48W4740| 277.86 
@ FP-301 3/64” BL 100° 0.046” 0.023” Black 100ft 95F7486 67.10 @ EPS200-2-48"-BLACK-2 PCS 2 i? Black | 2 48W4745 | 176.66 
@ FP-301 1/16” BL 100° 0.063” 0.031” Black 100ft 95F7488 72.16 6 “ Lengths — In Quantities Listed Below 
@ FP301 3/32 BLK100 0.093” 0.046” Black 100ft 95F7494 71.36 @ EPS200-1/8-6"-BLACK-10 PCPKS 0.125” 0.063" | Black) 10 | 27W0115 23.00 
@ FP-301 1/8” BL 100° 0.125" 0.062" Black 100ft 97M6850 = @ EPS200-3/16-6"-BLACK-10 PCPKS | 0.187” 0.093" | Black | 10 | 27w0118 29.76 
@ FP-301 3/16" BL 100° 0.187" 0.093” Black 100ft 95F7506 78.54 @ EPS200-1/4-6"-BLACK-10 PCPKS 0.25" 0.125" | Black) 10 | 27W0112 36.89 
@ FP-301 1/4” BL 100’ 0.25" 0.125" Black | 100ft 95F7512 77.42 @ EPS200-3/8-6"-BLACK-10 PCPKS | 0.375” 0.187" | Black] 10 | 27w0124] 43.14 
@ FP-301 3/8 0.375” 0.187” Black 100ft 95F7518 89.66 @ EPS200-1/2-6"-BLACK-10 PCPKS 0.5” 0.25” Black | 10 | 27W0109 43.29 
@ FP-301 1/2” BL 100’ 0.5" 0.25" Black | __ 100ft 95F7524 84.62 @ EPS200-3/4-6"-BLACK-10 PCPKS | 0.752" 0.375" | Black | 10 | 27w0121| 48.35 
@ FP-301 3/4” BL 50’ 0.752" 0.375" Black Soft 95F7530 80.79 @ EPS200-1-6"-BLACK-10 PCPKS 7 0.5” Black | 10 | 27w2924| 62.27 
@ FP-301 1" BL 50 ” 0.5” Black Soft 96H9782 93.13 @ EPS200-1 1/2-6"-BLACK-3 PCPKS | 1.496” 0.752” | Black} 3 | 48W4408 41.53 
@ FP301 1.5 BLK50 1.496” 0.752” Black 50ft 08N5618 ae PIM 6382 
@ FP-301 2” BL 50’ 2" 1" Black 50ft 95F7544 = = 
PIM Ie8t8 EPS-300 SERIES ADHESIVE-LINED, 3:1, 
FLEXIBLE, POLYOLEFIN HEAT-SHRINK TUBING 
Packages of 4’ (48”) or 6” Lengths 
Price per ee wal 
Supplied | Recovered Pkg. Pkg. & 
Mfg. Part No. I.D. 1.D. Color | of | Stock No. 1-24+ os 
4 ft (48”) Lengths — In Quantities Listed Below 
@ FP301-3/64-48"-BLACK-25 PCS 0.047” 0.023” Black | 25 | 48W4255| 81.63 
@ FP301-1/16-48"-BLACK-25 PCS 0.063” 0.031” Black | 25 | 48W4117 | 83.03 
@ FP301-3/32-48"-BLACK-25 PCS 0.094” 0.046” Black | 25 | 48W4223 85.00 
@ FP301-1/8-48"-BLACK-25 PCS 0.125” 0.062” Black | 25 | 48W4163 |} 86.40 
FP301-3/16-48"- -! 0.188” 0.093” Black | 25 | 48W4201 ‘ 
: deta oilb at pECheo kee - : ad eB. @ Thin-wall, flame-retardant flexible polyolefin testt (jacket) 
@ FP301-1/4-48"-BLACK 0.25 0.125) Black | 12 | 95F7437 | 51.30 © Internal thermoplastic adhesive layer © Operating temperature range: -55°C to +110°C 
@ FP301-3/8-48"-BLACK 0.375" 0.187” Black | 12 | 97M6874 58.71 ® Shrinks rapidly to a skintight fit © Shrinking temperature minimum of 121°C 
@ FP301-1/2-48”-BLACK 05” 0.25” Black | 12 95F7451 49.55 © Excellent fluid resistance © UL recognized (file E-157227), CSA certified (file 
= = 7 ® Corrosion and fungus resistance LR38227) 
@ FP301-1-48"-BLACK-5 PCS 1 0.5 Black | 5 | 48W4098 | 50.44 © 3:1 shrink ratio © Sold in packages of 4’ (48”) long and 6” long 
@ FP301-1 1/2-48"-BLACK-5 PCS 1.496" 0.752" Black 5 48W4087 = ® Self-extinguishing, meets UL224 all tubing flame pieces 
@ FP301-2-48"-BLACK-5 PCS 2" 1” Black 5 48W4184 ee Meltable inner wall of EPS-300 series tubing offers excellent environmental protection for electronic 
- = . = components, wire splices, wire bundles and harness breakouts. Automotive, truck and marine wiring splices and 
@ FP301-3-48"-BLACK-2 PCS 2 8 Black | 2 CUES = harness breakouts are quickly and easily protected from harsh environments. 
@ FP301-4-48"-BLACK-2 PCS 4" 2" Black | 2 | 48W4279 = Price per 
6 “ Lengths — In Quantities Listed Below Supplied | Recovered Pkg. Pkg. 
@ FP301-3/64-6"-BLACK-10 PCPKS | 0.046” 0.023” Black | 10 | 27W3130 7.53 Mfg. Part No. LD. LD. Color| of | Stock No. 4-244 
@ FP301-1/16-6"-BLACK-10 PCPKS | 0.063” 0.031" | Black | 10 | 27W3038 7.54 4 ft (48”) Lengths — In Quantities Listed Below 
@ FP301-3/32-6"-BLACK-10 PCPKS | 0.093” 0.046” Black | 10 | 27W3111 8.13 @ EPS300-1/8-48"-BLACK-25 PCS 0.125” 0.04” Black | 25 | 48W4759 | 330.57 
@ FP301-1/8-6"-BLACK-10 PCPKS 0.125” 0.062” Black | 10 | 27W3077 8.62 @ EPS300-3/16-48"-BLACK-12PCS 0.187” 0.062” Black | 12 | 95F7671 206.20 
@ FP301-3/16-6"-BLACK-10 PCPKS | 0.187" 0.093" | Black | 10 | 27W3098 | 9.82 @ EPS300-1/4-48"-BLACK-12PCS 0.25" 0.08" | Black | 12 | 95F7672 | 251.85 
@ FP301-1/4-6"-BLACK-10 PCPKS 0.25” 0.125” Black | 10 | 27W3064 | 11.83 @ EPS300-3/8-48"-BLACK-12PCS 0.375” 0.12" Black | 12 | 97M6838 | 261.58 
@ FP301-3/8-6"-BLACK-10 PCPKS | 0.375" 0.187" | Black | 10 | 27W3142 | 12.79 @ EPS300-1/2-48"-BLACK-12PCS 0.5" 0.16" | Black | 12 | 95F7674 | 276.43 
@ FP301-1/2-6"-BLACK-10 PCPKS 0.5” 0.25" Black | 10 | 27W3051 15.19 @ EPS300-3/4-48"-BLACK-5 PCS 0.75" 0.25" Black] 5 | 48W4765| 196.99 
@ FP301-3/4-6"-BLACK-10 PCPKS 0.752” 0.375" Black | 10 | 27W3124 | 23.78 @ EPS300-1-48"-BLACK-5 PCS 1 0.32" Black | 5 | 48W4752| 283.48 
@ FP301-1-6"-BLACK-10 PCPKS 1” 0.5” Black | 10 | 27W3025 | 33.15 @ EPS300-1 1/2-48"-BLACK-5 PCS 1.5” 0.51” Black] 5 | 48W4749| 402.65 
@ FP301-1 1/2-6"-BLACK-3 PCPKS 1.496" 0.752" Black | 3 24W5223 | 12.93 6 “ Lengths — In Quantities Listed Below 
PIM_5522440 @ EPS300-1/8-6"-BLACK-10-10PCPK | 0.125” 0.04” Black | 10 | 47W9746 29.13 
@ EPS300-3/16-6"-BLACK-10 PCPKS | 0.188” 0.062” | Black} 10 | 27W2954 34.31 
> CONTINUED > 
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CABLE MANAGEMENT 
HEAT-SHRINK TUBING 


EPS-300 SERIES ADHESIVE-LINED, 3:1, FLEXIBLE, POLYOLEFIN HEAT- 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MFP SERIES 2:1 MODIFIED POLYVINYLIDENE FLUORIDE (PVDF) HEAT- 


SHRINK TUBING (CONT.) SHRINK TUBING (CONT.) 
Price per Price per 
Supplied | Recovered Pkg. Pkg. Supplied | Recovered Pkg. Pkg. 
Mfg. Part No. LD. LD. Color | of | Stock No. 1-24+ Mfg. Part No. 1.D. LD. Color of | Stock No. 1-24+ 
6“ Lengths — In Quantities Listed Below 6“ Lengths — In Quantities Listed Below 
@ EPS300-1/4-6"-BLACK-10 PCPKS 0.25” 0.08” Black | 10 | 27W2947 | 36.50 @ MFP-3/16"-CLEAR-10 PCPKS | 0.188” 0.093" | Transparent} 10 | 27W3181 | 35.34 
@ EPS300-3/8-6’-BLACK-10 PCPKS 0.375" 0.12” Black | 10 | 27W2966 | 59.12 @ MFP-1/4"-CLEAR-10 PCPKS 0.25” 0.125" | Transparent} 10 | 27W3173 | 41.91 
@ EPS300-1/2-6"-BLACK-10 PCPKS 0.5” 0.16" Black | 10 | 27W2941 | 51.95 @ MFP-1/2"-CLEAR-10 PCPKS 0.5” 0.25” Transparent| 10 | 27W3169] 48.99 
@ EPS300-3/4-6"-BLACK-10 PCPKS 0.75" 0.25" Black | 10 | 27W2960 | 50.83 @ MFP-3/4’-CLEAR-10 PCPKS 0.752” 0.375" | Transparent) 10 | 27W3188| 96.28 
@ EPS300-1-6’-BLACK-10 PCPKS 1” 0.32” Black | 10 | 27W2934 | 83.64 PIM_6390 
@ EPS300-1 1/2-6"-BLACK-3 PCPKS | 1.496" 0.51" Black 3 48W4405 | 39.17 
PIM 6388 FP-301VW SERIES FLAME-RESISTANT, 2:1, Se MADE 
FLEXIBLE, POLYOLEFIN HEAT-SHRINK TUBING Te USA 3M 
EPS-400 SERIES ADHESIVE-LINED, 4:1, SEMI- 8s MADE 
RIGID POLYOLEFIN HEAT-SHRINK TUBING MaUSA aM Gee tinpian 
vailable 


RoHS _ 
Compliant 
Available 


el WG 


Operating temperature range: -55°C to 135°C. 
Withstands elevated temperatures to 300°C for 
short periods 

2:1 shrink ratio 

Minimum shrink temperature: 100°C 


max. at 125°C) 

© CSA certified (file LR38227), OFT at 600V max. 
at 125°C 

© Self-extinguishing, meets UL 224 VW-1 test 

© Sold in packages of 4’ (48”) long pieces 


@ Medium-wall, flame-retardant flexible polyolefin @ 4:1 shrink ratio Meets MIL-DTL-23053/5 Class 3 requirements © Select sizes also available in assortment packs; 
@ Internal thermoplastic adhesive layer © Operating temperature range: -55°C to +110°C. UL recognized (file E-39100; E-69751 at 600V go online or ca 
© Shrinks rapidly to a skintight fit © Minimum shrink temperature: 275°C FP-301VW series flexible polyolefin heat-shrink tubing offers the same physical, electrical, and chemical 
e Excellent fluid resistance | eu listed, (file E-157227) | properties as FP-301 series tubing with the addition of excellent flame resistance. Ideal as fire resistant 
© Corrosion and fungus resistance © Sold in packages of 4’ long and 6” long pieces coverings of components and flammable wire assemblies. 
e Flammability: self-extinguishing oT 
EPS-400 series tubing provides one step environmental protection in the same way as EPS-300 series tubing,, F pone 
but a thicker meltable inner wall makes it ideal for sealing multiple wire bundles. 4:1 shrink ratio helps seal Supplied | Recovered Pkg. —— 
uneven surfaces such as in-line components. Heavy outer wall provides tough mechanical protection. Mfg. Part No. LD. LD. Color | of | StockNo. | _1-24+ 
Price per 4 ft (48”) Lengths — In Quantities Listed Below 
Supplied | Recovered Pkg. Pkg. @ FPVW-3/64-48"-BLACK-25 PCS | 0.046” 0.023” Black | 25 | 48W4084 a 
Mfg. Part No. LD. LD. Color | of | StockNo.|  1-24+ @ FPVW-1/16-48"-BLACK-25 PCS | 0.063" 0.031” Black | 25 | 48W4062 = 
4 ft (48”) Lengths — In Quantities Listed Below @ FPVW-3/32-48"-BLACK-25 PCS | 0.093" 0,046" Black | 25 | 48W4076 = 
@ EPS400-.300-48"-BLACK-12PCS 0.3" 0.06” Black | 12 | 95F7685 | 313.93 @ FPVW-1/8-48"-BLACK-25 PCS 0.125” 0,062” Black | 25 | 48W4068 = 
@ EPS400-.350-48"-BLACK-12PCS 0.35" 0.08" Black | 12 | 95F7686 | 490.11 @ FPVW-3/16-48"-BLACK-25 PCS | 0.187" 0.093" Black | 25 | 48W4073 — 
@ EPS400-.450-48"-BLACK-12PCS 0.45” 0.105" | Black | 12 | 95F7687 | 539.38 @ FPVW-1/4-48"-BLACK 0.25” 0.125” Black | 12 95F7578 = 
@ EPS400-.700-48"-BLACK-5 PCS 0.7" 0.175" | Black | 5 | 48W4773 | 244.75 @ FPVW-3/8-48"-BLACK 0.375” 0.187” Black | 12 95F7579 = 
6“ Lengths — In Quantities Listed Below @ FPVW-1/2-48"-BLACK 0.5" 0.25” Black | 12 | 95F7580 = 
@ EPS400-.300-6"-BLACK-10 PCPKS 0.3" 0.06" Black | 10 | 27W2969 48.67 @ FPVW-3/4-48"-BLACK 0.752" 0.375" Black | 12 95F7581 = 
@ EPS400-.350-6"-BLACK-10 PCPKS | 0.35” 0.08" Black | 10 | 27W2972 47.94 @ FPVW-2-48"-BLACK-5 PCS 2" 1 Black 48W4070 = 
@ EPS400-.450-6"-BLACK-10 PCPKS | 0.45” 0.105" | Black | 10 | 27W2975| 55.74 @ FPVW-3-48"-BLACK-2 PCS 3” 1s Black 48W4072 = 
@ EPS400-.700-6"-BLACK-10 PCPKS 0.7" 0.175" | Black | 10 | 27W2978 80.44 @ FPVW-4-48"-BLACK-2 PCS 4 2 Black 48W4086 = 
PIM_6389 PIM_6392 
MFP SERIES 2:1 MODIFIED POLYVINYLIDENE Fh MADE RAYCHEM INSTALITE® ZH-150 SERIES LIGHTWEIGHT, 
FLUORIDE (PVDF) HEAT-SHRINK TUBING Wasa HIGH-TEMPERATURE, ZEROHAL 
Ss HEAT SHRINK TUBING 
Gop iimoian 2:1 Shrink Ratio ‘ions serra 
Available Features 


Unique, lightweight cross-linked material 
Zero halogen, flame retarded, fluid resistant 
Ruggedized, abrasion resistant 

Provides excellent mechanical and electrical 


— We : 


e 
® Clear transparency allows see-through inspection 1 specifications formerly MIL-DTL-23053/8, . 
and identification -23053/18 . 


—S 


© Operating temperature range: -55°C to +175°C © Meets AMS-3632 requirements protection for wire harnesses | , : 
© Minimum shrinking temperature: 175°C © ULrecognized (file E-39100), VW-1, CSA certified © Highly flexible for easy handling, fast installation 
© Rapidly shrinks to a skintight fit (file LR 38227), OFT © Fluid resistance to common aerospace and Applications 
@ 2:1 shrink ratio © Sold in packages of 4’ (48”) long and 6” long military fluids oan , © Military 
@ Meets SAE-AMS-DTL-23053/8,- 23053/18, Class pieces ° Flammability — limited fire hazard with high-temperature properties @ Marine 
MFP series cross-linked, thin-walled, heat-shrinkable tubing offering a high degree of mechanical strength : aera ob bathe be an ® Rail and Mass 
and high-temperature resistance. Polyvinylidene fluoride has outstandng abrasion resistance and cut-through 7 Oneratnt i scale sec to 150°C Transit 
properties in combination with high dielectric strength of 900V/mil. It is inherently flame retardant, semi-rigid and ; Me ng anon ure FEE aCoP 551 d product RW-3044 
highly resistant to corrosion, most industrial fuels, oils, chemicals and solvents. Offers shrink-fit protection and GTS GPPUCRUON SPO ELE. “OV ONG PROGUCL SPEC hie 
strain relief of wires, solder joints, terminals and connections. Price per 
Price per Supplied | Recovered |__Spool 
Supplied | Recovered Pkg. Pkg. Mfg. Part No. LD. LD. Color | Length Stock No. the 

Mfg. Part No. LD. LD. Color of |StockNo.|  1-24+ ZH150-3/1.5-0-SP 0.118" 0.059” Black 196.8f | 17AC8955 = 
4 ft (48”) Lengths — In Quantities Listed Below ZH150-5/2.5-0-SP 0.197” 0.098" Black 196.8ft | 17AC8957 = 
@ MFP-1/16-48"-CLEAR-25 PCS | 0.063” 0.031” Transparent | 25 | 48W4283 | 268.71 ZH150-8/4-0-SP 0.315" 0.157" Black 196.8ft | 17AC8959 = 
@ MFP-1/8-48"-CLEAR-25 PCS 0.125” 0.062” ransparent | 25 | 48W4290 | 146.08 ZH150-12/6-0-SP 0.472" 0.236” Black 98.4ft 17AC8952 ss 
@ MFP-3/16-48"-CLEAR-12 PCS | 0.187" 0.093” ransparent | 12 | 86W7352| 241.87 ZH150-18/9-0-SP 0.709” 0.354” Black 98.4ft 17AC8953 = 
@ MFP-1/4-48"-CLEAR-12PCS 0.25” 0.125" ransparent| 12 | 97H4150 | 298.88 ZH150-24/12-0-SP 0.945” 0.472” Black 98.4ft 17AC8954 ay 
@ MFP-1/2-48"-CLEAR-5 PCS 0.5” 0.25" ransparent| 5 | 48W4287 | 224.85 ZH150-40/20-0-SP 1.575" 0.789" Black 98.4ft 17AC8956 48.75 
@ MFP-3/4-48"-CLEAR-5 PCS 0.752" 0.375” ransparent}| 5 | 48W4296 | 339.19 ZH150-50/30-0-SP 1.969” 1.181" Black 98.4ft 17AC8958 = 
6 “ Lengths — In Quantities Listed Below PIM_5724537 
@ MFP-1/16"-CLEAR-10 PCPKS | 0.063” 0.031” ransparent | 10 | 27W3165 22.95 
@ MFP-1/8’-CLEAR-10 PCPKS 0.125” 0.062” ranspareni 10 | 27W3177 25.52 

> CONTINUED > 


630 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


CABLE MANAGEMENT 


HEAT-SHRINK TUBING 


FIT®-221 IRRADIATED CROSS-LINKED (2:1) FIT®-221 IRRADIATED CROSS-LINKED (2:1) POLYOLEFIN HEAT-SHRINK 
POLYOLEFIN HEAT-SHRINK TUBING AlphaWire — TUBING (con, 
Cables you trust Service you deserve Price per 
RoHS _ Supplied | Recovered Pkg. Pkg. 
ool Mfg. Part No. LD. LD. Color of | Stock No. 1-4+ 
© 6 “ Lengths — Standard Packages In Quantities Listed Below 
AW G @ FIT-221-1 BKO69 1" 0.5" Black 8 85K9534 34.78 
@ FIT-221-1 CLO69 iv 0.5" Transparent 8 37F6963 34.78 
@ FIT-221-1-1/2 CLO70 1,496” 0.752” Transparent 5 86K8689 34.78 
@ FIT-221-1-1/2 BKO70 1.5” 0.75" Black 5 37F6999 34.78 
Bld cadvAscoited Cai0ss @ FIT-221-2 BKO72 2" ae Black 3 37F7000 34.78 
F (Clear @ F2212IN CLO72 2" bid Transparent 3 37F6965 34.78 
ransparent (Clear) ” a 
@ F2213IN BK073 3 1.5) Black 2 86K8690 34.78 
© General-purpose single-wall irradiated cross-linked ent (clear), Class 2 transparent (clear) 7 15" Ti i 2 35K9535 
polyolefin heat-shrink tubing @ UL recognized (standard 224), CSA certified @ F2213IN CLO73 3 fansparen 34.78 
© Low water absorption — 0.5% max. (standard 198) except transparent (clear) PIM_6504 
@ UV resistant (black only) © Colors: black and transparent (clear) 
@ Flame retardant © Also available in white, red, yellow, blue, or green; 
© Corrosion, fungus and fluid resistant go online or call FIT®-221 Heat-Shrink Tubing — Spools 
© Operating temperature range: -55°C to +135°C © Sold in packages of 4’ (48”) and 6” lengths and - 
(125°C UL/CSA) spool lengths Price per 
@ 2:1 shrink ratio at 121°C @ Additional spool lengths and packaged cut pieces Supplied | Recovered Spool 
@ Meets AMS-DTL-23053/5, Class 1 except transpar- are available; go online or call Mfg. Part No. LD. LD. Color Length | Stock No. 1-4+ 
FIT®-221 Heat-Shrink Tubing — Bulk and Standard Packages @ F2211/16 BK001 0.063" 0.031" Black 1000f | 99F7273 377.18 
Price per @ FIT-221-3/32 CL002 0.093” 0.046” Transparent | 500ft 92F7117 271.33 
Supplied | Recovered Pkg. Pkg. @ FIT-221-1/8 CLO05 0.125” 0.062” Transparent 100ft 92F7564 99.76 
Mfg. Part No. LD. LD. _| _Color__| of __ESIOGKINGHs I= @Fir-221-114cL005 | 0.25" 0.125" | Transparent | 100R | 92F7555 | 152,76 
a Bulk Packages In Suantiies kee Belo —— @rit-221-3/8BKo07 | 0375 | 0.187 Black Son | 92F7561 | 128.91 
.063” 031" acl 339.88 7 7 
@ F2211/2 BKO16 0.5 0.25 Black 150ft 93B4293 152.76 
eA AS piteor | 0S Black | 200 2SES20/05 Mit @ FIT-221-112 CLO16 os" 0.25" | Transparent | 160% | 92F7126 | 152.76 
@ F221B3/16 BK100 wile ue Black 250 | 13€1295 | 408.95 @ F2213/4 CLOO7 0.752" 0.375" Transparent Bort 9880354 125.94 
@ FIT-221B-1/4 BK100 0.25' 0.125' BI saa 250 | 48F7032 _ PIM 5578200 
4 ft (48”) Lengths — Standard Packages In Quantities Listed Below 
@ F2213/64 BK103 0.046” 0.023” Black 25 88K1094 50.94 
© F2213/64 CL103 0.046" OED Transparent} 25) 37F7019 aa FIT®-221L LSZH HEAT-SHRINK TUBING ; 
@ FIT-221-1/16 BK103__| 0.063" 0.031” Black 25 | 89K7912 | 51.96 AlphaWire 
@ F2213/32 BK103 0.093” 0.046” Black 25 | 37F7024 58.75 aN ties Seed ee 
© F2213/32 CL103 0.093" 0.046" | Transparent | 25 | 37F7014 | 58.75 AY 
@ F2211/8 BK103 0.125" 0.062" Black 25 85K9551 62.28 —— RoHS 
@ F2211/8 CL103 0.125" 0.062” Transparent | 25 37F7011 62.28 Geeiinpian 
@ FIT-221-3/16 BK103 0.187” 0.093” Black 25 85K9543 75.49 2 Ge 
@ F2213/16 CL103 0.187” 0.093” Transparen 25 85K9554 75.49 wwe 
@ FIT-221-1/4 BK103 0.25" 0.125” Black 25 89K7913 75.63 ee 
@ F2211/4 CL103 0.25” 0.125" ranspareni 25 85K9550 95.37 —— 
@ FIT-221-3/8 BK103 0.375” 0.187" Black 25 89K7919 94.98 : : . 
7 7 The Environmentally Friendly Choice recovery 
@ 2213/8 CL103 0.375 0.187" | Transparent | 25 | ESUTO NTA Oe —No lead © Tensile strength: 1500psi (10.34Nimm2) 
@ FIT-221-1/2 BK105 0.5" 0.25” Black 5 85K9548, 28.16 — No halogens © Low water absorption: 0.7% max. 
@ F2211/2 CL105 05° 0.25" ransparen 5 37F7015 28.16 — Low smoke generation ®@ Meets NASA's definition of low outgassing 
= = — No toxic fumes @ Halogen-free, lead-free, antimony-free 
@ FIT-221-3/4 BK105 0.78 0.375 Black 5 37F7030 38.04 © 2:1 shrink ratio © Meets UL standard 224 
@ F2213/4 CL105 0.75" 0.375" Transparen 5 37F7018 38.04 © Temperature range: -40°C to +125°C @ Passes UL VW-1 flame retardancy test (125°C, 
@ FIT-221-1 BK105 , 05" Black 5 88K1934 47.72 © Shrink temperature 100°C min.; 110°C full 600V) 
= 7 7 : FIT@-221L LSZH (low smoke zero halogen) black cross-linked polyolefin heat-shrink tubing contains no lead, no 
@ FIZZ 1S CLI05 1 05 la hh 5 GEG alles halogens, has low-smoke generation, and produces no toxic fumes when burned, making it the ideal heat-shrink 
@ F22111/2 BK105 1.496” 0.752" Black 5 37F7032 99.40 tubing for a variety of applications that must meet RoHS, REACH, and CA Prop 65 requirements. Sold in spool 
@ FIT-221-1-1/2 CL105 1,496” 0.762" Transparen' 5 89K7911 99.40 lengths indicated in table below. 
@ FIT-221-2 BK105 ze 1" Black 5 85K9552 125.86 Price per 
@ F2212IN CL105 ry 1 ransparent | 5 | 85K9553 | 125.86 Supplied | Recovered |__Spool__ 
@ F2213IN BK107 3 15" Black 2 37F7034 112.20 Mfg. Part No. ID. LD. Color Length Stock No. 1-4+ 
@ F2213N CL107 3 15" ransparen 2 81F5725 142.20 @ F221L3/64 BK001 0.046” 0.023" Black 1000 78X5803 755.89 
@ F2214IN BK107 2 2 Black 2 | 37F7035 | 162.88 SAE ERU Ones Dost" | Black | 10007 _|EREASIS 7 EASES 
© F2214IN CL107 e 2 Transparent | 2) 88K9587 | 162.88 See ilaise BANE Ones Doser | Black - | 1000 ESXSCOZNS EAS 
6 “ Lengths — Standard Packages In Quantities Listed Below Sree BK Des. pane Bleck A a) Ge 
@ F 2213/64 BKO59 0.046" 0.003" Black 1 B5K9556 34.78 @ F221L3/16 BK004 0.187 0.093' Black 500} 78X5801 387.15 
© F2213/64 CLO59 0.046" 0.023" | Transparent | 40 | 37F6980 | 34.78 erie Be Dileot_. | slag 1 20) TONS 790 /0 |EESSHEAD 
@ F2211/16 BKOGO 0.063" 0.031" Black 36 37F6990 34.78 @ F221L3/8 BKO04 0.375 0.187’ Black 200 78X5804 380.87 
@ F2211/16 CLOG 0.063" 0.03" | Transparent | 36 | 37F6981 | 34.78 @ F22111/2 BKO04 us Dizi — | Black | 200 TEXSTOON | AS8197 
@ F2213/32 BKO61 0.093" 0.046" Black 30 37F6091 34.78 @ F221L3/4 BKO04 0.75 0.375) Black 2001 79X4519 706.45 
© F2213/32 CLO61 0.093" | 0.046" | Transparent | 32 | 37F6982 | 3478 © F2211-1IN BKO04 L os Black | 200 |BETGXOs40 ss mioodtail 
@ F2211/8 BKO62 0.125” 0.062” Black 28 | 89K7914 34.78 PIM_212769 
@ F2211/8 CLO62 0.125” 0.062” Transparen' 28 89K7915 34.78 
@ F2213/16 BKO63 0.187" 0.093” Black 24 | 86K1446 34.78 = ma 
@ FIT-221-316 CLO63__| 0.187" 0.093" | Transparent | 24 | 06m3839 | 34.78 Dev Kit HO 
@ F2211/4 BKO64 0,25" 0.125" Black 20 06M3833 34.78 
@ F2211/4 CLO64 0,25" 0.125" Transpareni 20 37F6985 34.78 Find the Newest Development Kits & 
@ F2213/8 BKO65 0.375" 0.187" Black 16 88K1089 34.78 Evaluation Boards from Top Suppliers 
@ F2213/8 CLO65 0.375" 0.187" Transparen 16 89K7920 34.78 : 
@ F2211/2 BKO66 0s" 0.25" Black 14 | 37Fe096 | 34.78 newark.com/dev-kits 
@ F2211/2 CLO66 0.5" 0.25" Tansparen 14 86K8692 34.78 
@ F2213/4 BKO67 0.752" 0.375" Black 12 | 88K1088 34.78 PIM_5624767 
@ F2213/4 CLO67 0.752” 0.375" Transparen 12 86K8693 34.78 
> CONTINUED > 
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CABLE MANAGEMENT 
HEAT-SHRINK TUBING 


FIT@-221 IRRADIATED CROSS-LINKED 
POLYOLEFIN (2:1) HEAT-SHRINK TUBING IN 


G) AlphaWire 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


FIT@-221V LOW SHRINK TEMPERATURE, FLAME-RETARDANT, 
IRRADIATED POLYOLEFIN HEAT-SHRINK TUBING (CONT.) 


PRE-CUT 1” PIECES Cables you trust. Service you deserve. Price per 
e Excellent general-purpose irradiated RoHS Supplied Recovered Pkg. Pkg. 
cross-linked polyolefin tubing Getimpian Mfg. Part No. LD. LD. Color of Stock No. 1-44 
© Conveniently cut in one inch pieces Available - aT 
© Applications include strain reliefs Al a) 4 ft (48”) Lengths — In Quantities Listed Below 
and electrical insulation @ F221V3/64 BK103 0.046" 0.023" Black 25 37F7036 53.00 
© UV resistant, flame retardant _ @ F221V/1/16 BK103 0.063” 0.031” Black 25 85K9558 54.36 
© Corrosion, fungus and fluid resistant 7 7 
© Operating temperature range: @ F221V3/32 BK103 0.098 0.046 Black | 25 | 29Me900 | 61.49 
-55°C to +135°C (125°C UL/CSA) @ F221V1/8 BK103 0.125” 0.062” Black 25 37F7039 64.99 
@ 2:1 shrink ratio at 121°C 7 a 
© Meets AMS-DTL-23053/5, Class 1 @ F221V3/16 BK103 uals asst Black 25 37F7040 78.66 
© ULrecognized (standard 224), CSA certified (standard 198) @ F221V1/4 BK103 0.25 0.125) Black 25 37F7041 99.40 
© Sold in packages of 1000 one inch pieces @ F221V3/8 BK103 0.375" 0.187" Black 25 85K9562 99.13 
Price per @ F221V1/2 BK105 0.5” 0.25” Black § 37F7043 29.23 
Supplied | Recovered Pkg. Lotte, @ F221V3/4 BK105 0.752" 0.375" Black 5 37F7044 35.44 
Mig. Part No. = MDs 1D Color_| of _[EEStockiNosia amis © F221V1IN BK105 ? 05" Black | 5 | 37F7045 | 49.78 
1“ Lengths — In Quantities Listed Below @ F221V11/2 BK105 1,496” 0.752” Black 5 1701428 92.85 
@ F221 3/16 BK147 0.187" 0.093" Black 1000 48F7042 201.84 @ F221V2IN BK105 ry T Black 5 37F7047 131.18 
@ F221 1/4 BK147 0.25" 0.125" Black 1000 48F7043 251.79 6“ Lengths — In Quantities Listed Below 
@ F2213/8 BK147 0.375” 0.187” Black 1000 48F7044 279.65 @ F221V3/64 BKO59 0.046” 0.023" Black 40 37F7003 35.88 
EM AOUe @ F221V4/16 BKO6O 0.063" 0.031” Black | 36 | 89K7922 | 35.88 
@ F221V3/32 BK061 0.093” 0.046” Black 32 37F7005 35.88 
RAYCHEM RAYSEAL® HEAT SHRINKABLE WRAP-AROUND @ F221V'1/8 BKO62 0.125" 0.062" Black 28 06M3840 | 35.88 
REPAIR SLEEVE KIT =TE @ F221V3/16 BK063 0.187" 0.093" Black | 24 | 89K7923 | 35.88 
For High-Performance Large Gauge (8 AWG to 4.0 AWG ) and Power Feeder ey, @ F221V1/4 BKOB4 0.25" 0.125" Black 0 37F7008 3588 
= AUTHORIZED DISTRIBUTOR @ F221V3/8 BKO65 0.375" 0.187” Black 16 37F7009 35.88 
@ Adheres and seals for permanent, durable, reliable @ F221V1/2 BKO66 0.5" 0.25" Black 14 37F7010 35.88 
pone Lae or aes cable pel @ F221V/3/4 BKO67 0.752” 0.375" Black 12 06M3834 35.88 
) -to- e - 
oe easy-lo-msiall wrap-around sige ently @ F221V1IN BKO69 0s" Black | 8 2885314 | 35.68 
© Tough fluoropolymer material specially formulated @ F221V11/2 BKO70 1.496” 0.752" Black 37F6939 35.88 
for greater resistance to mechanican abrasion and @ F2214V2IN BKO72 2 ? Black 3 37F6940 35.88 
common aerospace fuels and fluids = 
@ High-temperature fluoropolymer adhesive lining PIM_6503 


seals around repair when heated 
@ Maintains cable jacket properties as close as 
possible to original specfication 
© Operating temperature range: -65°C to +260°C 
Applications 
@ Military Aerospace and Defense 
© Commercial Air 


@ 10 Wrap-Around Repair Sleeves 
@ Abrasive Cleaning Pad, 2” x 2” 
@ Wet/Dry Cleaning Wipes, 2-Pkg. Kit 


® Military Ground Systems © PTFE Tape, 2 Mils Thick, 1” Wide, 30” Long 
Kit Contents 
Price per 
Supplied Total Pkg. 
Mfg. Part No. 1.D. Color Length Stock No. 1-2+ 
Straight, For Cable OD 0.137”-0.203” — Wire Size 10, 8 AWG 
@ D-260-C-A 0.2” Black 14 18AC0923 1446.30 
Straight, For Cable OD 0.225”-0.308” — Wire Size 6, 4 AWG 
@ D-260-C-B 0.31” Black 17" 18AC0924 1483.49 
Straight, For Cable OD 0.356”-0.465” — Wire Size 2, 1/0 AWG 
@ D-260-C-C 0.46” Black 2.2" 18AC0925 1888.65 
Straight, For Cable OD 0.485”-0.59” — Wire Size 2/0, 3/0 AWG 
@ D-260-C-D 0.59” Black 2.67" 18AC0926 2606.53 
Straight, For Cable OD 0.59”-0.64” — Wire Size 4/0 AWG 
@ D-260-C-E 0.64” Black 3.1" 18AC0927 2751.54 
PIM_5724551 


FIT@-221V LOW SHRINK TEMPERATURE, 
FLAME-RETARDANT, IRRADIATED POLYOLEFIN 
HEAT-SHRINK TUBING 


&) AlphaWire 


Cables you trust. Service you deserve. 


RoHS _ 

Compliant 

Available 
WG 


General-purpose single-wall flame-retardant cross- 
linked polyolefin tubing 

Low shrink temperature: 90°C. 

Ideal for electrical insulation, harness bundling, 
and cable jacketing 

Low water absorption — 0.5% max. 

UV, corrosion, fungus and fluid resistant 

2:1 shrink ratio 


© Operating temperature: -55°C to +135°C (125°C 
UL and CSA) 

@ Meets AMS-DTL-23053/5, Class 1, 3 

@ UL recognized standard 224 VW-1, CSA certified 
standard 198 

@ Also available in white, red, yellow, blue, or green; 
go online or call 

© Sold in packages of 4’ (48”) and 6” lengths 


> CONTINUED > 


632 


RAYCHEM SWFR SERIES SINGLE WALL, HIGHLY 


FLAME-RETARDANT, 
ZEROHAL HEAT- 


SHRINK TUBING 
2:1 Shrink Ratio 


Features 
@ Environmentally friendly Zerohal non-halogenated 
irradiated cross-linked polyolefin 


=TE 


connect tivity 


AUTHORIZED DISTRIBUTOR 


© Operating temperature: -30°C to +125°C 
© UL file E35586, CSA file LR31929 
@ FSP suffix in mfg. part no. denotes flat on spool 


@ Highly flame-retardant with UL224 VW-1 and CSA packaging 
OFT flammability rating © Sold in spool sizes listed below 
@ Provides excellent electrical insulation Applications 
© Offers mechanical protection from abrasion @ Industrial equipment 
® Choice of two highly flexible types — X2 Thin Wall @ Automotive 
and X4 Very Thin Wall © Commercial electronics and communications 
@ Minimum shrink temperature: 70°C ® Consumer products 
© Full recovery temperature: 90°C @ Household appliances 
Price per 
Supplied Recovered Spool 
Mfg. Part No. LD. LD. Color Length Stock No. 1+ 
X2 Thin Wall — Offers Better Protection 
X2-1.0-0-SP 0.059" 0.02" Black 656.17ft 02AC2298 — 
X2-1.5-0-SP 0.083” 0.03” Black 656.17ft 02AC2299 = 
X2-2.0-0-SP 0.102” 0.039” Black 656.17ft 02AC2303 54.00 
X2-2.5-0-SP 0.122" 0.049” Black 656.17ft 02AC2304 47.49 
X2-3.0-0-SP 0.142" 0.059” Black 656.17ft 02AC2306 82.24 
X2-3.5-0-SP 0.161” 0.069” Black 656.17ft 02AC2307 = 
X2-4.0-0-SP 0.181” 0.079” Black 656.17ft 02AC2309 = 
X2-5.0-0-SP 0.221" 0.098" Black 328 02AC2310 17.50 
X2-6.0-0-SP 0.26" 0.118" Black 328 02AC2311 46.53 
X2-7.0-0-SP 0.299” 0.138” Black 164 02AC2312 26.58 
X2-8.0-0-FSP 0.339” 0.158” Black 164 02AC2313 29.79 
X2-9.0-0-FSP 0.378" 0.177" Black 164 02AC2314 31.58 
X2-10.0-0-FSP 0.409" 0.197" Black 164 02AC2300 = 
X2-12.0-0-FSP 0.5” 0.236” Black 164 02AC2301 37.09 
X2-18.0-0-FSP 0.748” 0.354” Black 164 02AC2302 aS 
X2-25.0-0-FSP 1.055" 0.492” Black 164 02AC2305 = 
X2-30.0-0-FSP 1.264" 0.591" Black 164 02AC2308 162.97 
X4 Very Thin Wall — Space-Saving, Permits Denser Packing, Faster Shrink Time 
X4-0.8-0-SP 0.047" 0.016” Black 656.17ft 02AC2315 = 
X4-1.0-0-SP 0.055" 0.02" Black 656.17ft 02AC2316 — 
X4-1.5-0-SP 0.075" 0.03” Black 656.17ft 02AC2317 87.09 
X4-2.0-0-SP 0.091” 0.039” Black 656.17ft 02AC2320 = 
> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


RAYCHEM SWFR SERIES SINGLE WALL, HIGHLY FLAME-RETARDANT, 
ZEROHAL HEAT-SHRINK TUBING (CONT.) 


CABLE MANAGEMENT 
HEAT-SHRINK TUBING 


@) AlphaWire 


FIT®-321V, LOW SHRINK TEMPERATURE, 
FLAME-RETARDANT IRRADIATED (3:1) 
POLYOLEFIN HEAT-SHRINK TUBING 


Price per Cables you trust. Service you deserve 
Supplied Recovered Spool FIT®-321V has a shrink ratio of approximately 3 to 1 at RoHS 
Mfg. Part No. 1D. LD. Color | Length | StockNo. [1+ care Rig lglg i Gesimpian 
7 = 7 - 5 of terminals, and cable protection/repair. Operating 
X4 Very Thin Wall — Space-Saving, Permits Denser Packing, Faster Shrink Time temperature: -55°C to 135°C (125°C UL, CSA). UL Al G 
X4-2.5-0-SP 0.11” 0.049” Black 656.17ft 02AC2321 83.86 Standard 224, CSA Standard 198, passes UL VW-1 Flame 
X4-3.0-0-SP 0.13" 0.059" Black | 656.17ft | 02AC2323 = Nee ue pi ip A baad aa go 
X4-3.5-0-SP 0.15" 0.069" Black | 656.17f | 02AC2324 ORE Dice tone thoes cetera? 
X4-4.0-0-SP 0.173” 0.079” Black 656.17ft 02AC2325 
X4-6.0-0-SP 0.256” 0.118” Black 328ft 02AC2326 a 
; ; rice per 
-9.0-0- 0.374 0.177 Black 164ft 02AC2327 - 
ASUS - - iad Supplied | Recovered Spool 
X4-13.0-0-FSP 0.539 0.256 Black |  164ft | 02AC2318 = Mfg, Part No. 1D. LD. Color | Length | StockNo. | 4-4 
X4-18.0-0-FSP 0.756" 0.354" Black | 1148ft__| 02AC2319 se @ F321V3/32 BKO02 0.093" 0.031" Black | S00 | 83F7727 | 321.71 
X4-25.0-0-FSP 4.039" 0.492" Black | 164i | MDasGzaeg os @ F321V1/8 BKOO2 0.125" 0,043" Black | 500% | 83F7729 | 347.11 
PIM_5662803 @ F321V1/8 WHO02 0.125” 0.043” White 500ft 83F7730 347.11 
@ F321V1/4 BKO03 0.25” 0.087” Black 250ft 83F7731 276.03 
FIT®-300 SURFACE IRRADIATED/DUAL © F321V1/4 WHOO3 0.25" 0.087" | White [250% | 83F7732_ | 276.03 
EXTRUDED POLYOLEFIN HEAT-SHRINK TUBING Al ph aWire  _2£221v3/8 Bkoos 0.374" 0.126" Black |  200ft 83F7733_ | 246.56 
@ Halogen-free dual-wall semi-rigid crosslinked polyolefin les ut Se ysl datas @ F321V3/8 WHO04 0.374" 0.126” White 200ft 83F7734 246.56 
e Meltable inner wall for encapsulation without RoHS @ F321V/1/2 BKO16 0.5” 0.169” Black 150ft 83F7735 208.56 
athesives = Geptinpian ey 0.169" | Whi Tso | 83F7736 
© Thicker outer wall for added protection B Available @ F321V1/2 WHO16 : 3 sid 208.56 
e Abrasion, corrosion, fungus and fluid resistant : e @ F321V3/4 BKO03 0.752" 0.252” Black 250ft 83F7737 365.46 
9, Highie 3: SAnn eto W © F321V3/4 WHOS 0.752" 0.252" | White | 250% | 83F7738 | 365.46 
© Operating temperature: -55°C to 135°C (UL - 
125°C) @ F321V1IN BKO03 1" 0.335" Black 250ft 85K9572 546.05 
© Shrink temperature: 140°C min. @ F321V1IN WH003 ae 0.335” White 250ft 85K9538 546.05 
© Ideal for component encapsulation, end cap 
transitions, connector strain relief PIM_34172 
© Meets AMS-DTL-23053/4, Class 1 
@ UL recognized standard 224 
© Sold in packages of 4’ (48”) and 6” lengths FIT®-600 HIGHLY-FLEXIBLE IRRADIATED 
Price per arene tal AlphaWire 
Supplied Recovered Pkg. Pkg. Cables you trust. Service you deserve. 
Mfg. Part No. LD. LD. Color of Stock No. 1-4+ RoHS 
4 ft (48”) Lengths — In Quantities Listed Below Gesinpiat 
@ F3001/8 BK103 0.125” 0.023” Black 25 37F7063 398.29 
@ F3003/16 BK103 0.187" 0.06" Black 25 85K9568 421.80 FIT®-600 heat-shrink tubing is a highly flexible irradiated elastomer tubing with outstanding abrasion resistance 
@ F3001/4 BK103 0.25" 0.08" Black 25 37F7065 524.96 properties. For outdoor use as a cable jacketing and harness material where maximum abrasion protection is 
0.3” 0.05” Black 5 37F7069 required. Shrinkage ratio: appoximately 2 to 1 at 130°C. Does not contain polychloroprene/neoprene, but meets 
SSDS 7 7 i LOSES physical properties of AMS-DTL-23053/1, Class 1 and 2. Operating temperature: -75°C to +121°C. Color: black. 
@ F3003/8 BK103 0.375 0.138 Black | 25 37F7066 | 584.62 Sold in spools of 25’ 
@ F3001/2 BK105 0.5” 0.195” Black 5 88K1097 159.86 Price per 
@ F3003/4 BK105 0.752" 0.313” Black 5 37F7068 246.12 Supplied Recovered Spool 
6 “ Lengths — In Quantities Listed Below Mfg. Part No. LD. LD. Color Length Stock No. 1-4+ 
@ F3001/8 BKO66 0.125” 0.023” Black 14 86K8694 47.14 @ F6001/4 BKOO8 0.25" 0.143” Black 25ft 06M3846 275.79 
@ F3003/16 BKO67 0.187" 0.06” Black 12 37F6957 47.14 @ F6003/8 BKO08 0.375" 0.214” Black 25ft 96K2357 329.86 
@ F3001/4 BKO68 0.25” 0.08” Black 10 86K1454 47.14 @ F6001/2 BKO08 0.5” 0.286” Black 25ft 06M3845 365.99 
@ F3003/10 BKO71 0.3” 0.05” Black 4 37F6962 74.19 @ F6005/8 BKO08 0.625” 0.357” Black 25ft 85K9570 324.67 
@ F3003/8 BKO69 0.375" 0.135” Black 8 86K8695 47.14 @ F6003/4 BKOO8 0.752” 0.43" Black 25ft 97F8072 360.87 
@ F3001/2 BKO56 0.5” 0.195” Black 6 86K1453 47.14 @ F6001IN BKO08 a 0.574” Black 25ft 97F8073 440.33 
@ F3003/4 BK071 0.752" | 0.313” | Black 4 37F6961 47.14 @ F6002IN BKO08 2 1.14” Black 25ft 97F8074 1013.50 
PIM_6505 PIM_6405 


FIT@-321 MEDIUM-WALL, ADHESIVE-LINED, 
IRRADIATED (3:1) POLYOLEFIN HEAT-SHRINK 
TUBING 


@) aiphawire 
Cables you trust. Service you deserve. 


Spire - 
Compliant 
Available 

WG 
FIT®-321 offers 3:1 shrink ratio at 110°C. Meets AMS-DTL-23053/4, Class 3. UL recognized standard 224, 
CSA certified standard 198. Meltable encapsulating adhesive inner wall. Water resistant. Excellent bonding to 
substrates. Flexible flame-retardant outer wall. Uses include: replacement of potting/molding compounds; strain 
relief for electrical connections; cable-to-connector transitions. Sold in packages of 4’ (48”) and 6” lengths. 


Price per 

Supplied | Recovered Pkg. Pkg. 

Mfg. Part No. ID. LD. Color of Stock No. 1-4+ 

4 ft (48”) Lengths — In Quantities Listed Below 

@ F3211/8 BK103 0.12” 0.04” Black 25 37F7050 495.67 
@ F3211/4 BK103 0.24” 0.08” Black 25 37F7051 754.59 
@ FIT-321-1/2 BK105 0.47" 0.16" Black 5 37F7052 228.99 
@ F3211 BK105 0.941” 0.32” Black 5 85K9536 404.58 
@ FIT-321-1-1/2 BK105 1.571” 0.512” Black 5 37F7054 664.83 


6 “ Lengths — In Quantities Listed Below 


@ F3211/8 BKO62 0.12” 0.04” Black 28 37F6943 135.44 

@ F3211/4 BKO64 0.24” 0.08" Black 20 89K7905 135.44 

@ F3211/2 BKO66 0.47” 0.16" Black 14 85K9537 135.44 

@ F3211 BK069 0.941” 0.32” Black 8 89K7904 135.44 

@ F32111/2 BKO70 1.571” 0.512" Black 5 89K7928 135.44 
PIM_6506 


1.800.463.9275 © newark.com 


FIT®-621 HIGH SHRINK-RATIO, HEAVY-WALL, 
ADHESIVE-LINED, IRRADIATED POLYOLEFIN 
HEAT-SHRINK TUBING 

FIT®-621 tubing has a shrink ratio approximately 5.6:1 

at 121°C. Moisture protection guaranteed. Suitable for ie 
indoor/outdoor applications, direct burial, large-to-small 


) AlphaWire 


Cables you trust. Service you deserve. 


RoHS 
Compliant 
Available 


connector-to-cable protection, corrosion protection of metal 
parts, and underground utility splice protection. Heavy-duty | # 
abrasion resistance and UV resistance. Sold in packages 
of three 6” long pieces. 
Price per 
Supplied Recovered Pkg. Pkg. 
Mfg. Part No. LD. LD. Color of Stock No. 1-4+ 
6 “ Lengths — In Quantities Listed Below 
@ F6215/8 BKO72 0.6" 0.15” Black 3 88K2723 184.90 
@ F62111/4 BKO72 1.25” 0.22” Black 3 86K8696 207.35 
@ F62121/2 BKO72 2.5” 0.5” Black 3 50F7675 229.11 
@ F6213 BKO72 3" 0.752" Black 3 89K7929 339.88 


PIM_6470 


elementiu 633 


CABLE MANAGEMENT 
HEAT-SHRINK TUBING 


FIT@-FLEX HIGHLY-FLEXIBLE IRRADIATED 
SILICONE RUBBER HEAT-SHRINK TUBING 


2 AlphaWire 


Cables you Pe Service you deserve. 
RoHS 

Compliant 

Available 

Wi @® 


vw-i 


FIT®-Flex provides strain relief, terminal insulation, cable jacketing, and wire harnessing protection in 
applications where flexibility and durability are mandatory. Durable in wide range of temperature extremes. 
Flame retardant. Passes UL VW-1 flame test. Resists extreme heat shock. Outstanding thermal insulator. 
Suitable sheathing for fiber-optic bundles. Other applications include: electrical appliances, medical equipment, 


robotic, and other moving equipment. Provides outstanding strain relief and thermal insulation. Conforms to 
peculiar shapes and sizes. UL Standard 224. Shrink ratio: 1.7 to 1. Operating temperature: -50°C to +200°C. 
(90°C UL). Color: grey. Sold in spools of 25’. Also available in 100’ spools; go online or call. 
Price per 
Supplied | Recovered Spool 
Mfg. Part No. LD. LD. Color Length Stock No. 1-4+ 
@ FFLEX2 SLO08 0.112” 0.071” Grey 25ft 05F1638 441.15 
@ FFLEX3 SLO08 0.19" 0.116” Grey 25ft 05F1639 573.02 
@ FFLEX5 SLO08 0.305" 0.184" Grey 25ft 89K7901 714.47 
@ FFLEX6 SL008 0.391" 0.24” Grey 25ft 89K7902 874.35 
@ FFLEX12 SL008 0.825” 0.475” Grey 25ft 05F1643 1493.26 
@ FFLEX20 SL008 1.217" 0.79” Grey 25ft 05F1644 1967.58 
PIM_9934 


RAYCHEM HT200 SERIES VERY FLEXIBLE, FLAME- 
RESISTANT, CLEAR HEAT-SHRINK TUBING 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


© 2:1 shrink ratio 
© Operating temperature range: -70°C to +200°C 
(-94°F to 392°F) 


Features 
@ Highly flexible, very-thin-wall provides excellent 
electrical insulation and strain relief 


@ Made tough to provide abrasion and cut-through © Full recovery temperature: 130°C (266°F) 
resistance @ Tensile strength: 1500psi (10.3MPa) 
@ Transparent (clear) fluoropolymer material is ideal © @ Low water absorption: 0.1% max. 
for visual inspection of covered components @ Sold in spool lengths indicated in table below 
@ Resistant against industrial chemicals, solvents Applications 
and fuels @ Multipin connectors, solder joints and other 
@ High flame-resistance meeting AMS-DTL-23053 delicate electrical connections/terminations 
Test C, ASTM D2671 Procedure C requirements © Downhole oil and gas exploration tools 
@ High temperature performance meets or exceeds = @ Military and commerical aircraft 
military and industrial standards @ Automotive engines 
@ Meets NASA outgassing requirements @ |industrial equipment 
@ Meets RW-120, SAE-AMS-DTL-23053/18, Class © Battery covers 


3 specifications 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


RAYCHEM ATUM SERIES HIGH-EXPANSION RATIO 3:1, 
ADHESIVE-LINED HEAT-SHRINK TUBING 


ATUM series heat-shrink tubing is radiation-crosslinked and adhesive-lined to provide 
environmental sealing in a wide variety of electrical applications such as sealing 
connector backshells and cable breakouts and to 

repair damaged cable. Tubing and adhesive remain 

flexible, so the moisture-seal withstands bending. 

High-expansion ratio (3:1) makes it possible to repair 

cable without removing connectors. Full recovery 

temperature: 125°C. Operating temperature range: 

-55°C to 110°C. Meets military AMS-DTL-23053/4, 

Class 3 specifications. UL recognized at 110°C, 

600V. Color: black. Sold in 4 ft lengths; priced per foot. 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


Price per 
Supplied Recovered Pkg. Foot 
Mfg. Part No. LD. LD. Color of Stock No. 1-7+ 
4 ft Lengths 
@ ATUM-3/1-0-STK 0.118” 0.039” Black 1 09J3922 
@ ATUM-6/2-0-STK 0.236” 0.079” Black 1 0943924 
@ ATUM-9/3-0-STK 0.354” 0.118" Black 1 09J3925 = 
@ ATUM-12/4-0-STK 0.472” 0.157” Black 1 09J3919 — 
@ ATUM-19/6-0-STK 0.748” 0.236” Black 1 0943920 = 
@ ATUM-24/8-0-STK 0.945” 0.315” Black 1 09J3921 = 
@ ATUM-40/13-0-STK 1.575" 0.512" Black 1 09J3923 — 
PIM_79621 


RAYCHEM DURASEAL HEAT-SHRINKABLE, 
ENVIRONMENTALLY-SEALED, NYLON-INSULATED CRIMP 
SPLICES 


Heat-shrinkable crimp splices completely insulate and protect electrical connections from 
water, condensation, salt and corrosion. Provides 
strain relief and protects against wire pull-out and 
vibration in rugged environments. Easy-to-install, 
1-pc. construction. Pre-installed nylon heat-shrink 
tubing is adhesive-lined for added protection 
against abrasions and cuts. Shrink ratio: 2:1. 
Operating temperture range: -55°C to 125°C. Ideal 
for wire-to-wire splicing in marine electronics, fleet 
maintenance, commercial wiring, and automotive/ 
truck wiring maintenance applications. UL listed. 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


Price Each 
Mfg. Part No. AWG Size Color Qty StockNo. | 1-9+ 
Nylon (Polyamide) 
@ D-406-0001 22 AWG to 18 AWG Red 1 09/4057 0.47 
@ D-406-0002 16 AWG to 14 AWG Blue 1 09/4058 0.78 
@ D-406-0003 12 AWG to 10 AWG Yellow 1 09/4059 142 
PIM_80042 


RAYCHEM DWP-125 SERIES FLAME-RETARDANT, 
ADHESIVE-LINED 
POLYOLEFIN HEAT- 


SHRINK TUBING 
Kit 3 and Kit Refills 


AUTHORIZED DISTRIBUTOR 


RoHS _ 

Compliant 

Available 
WG 


@ Medium-wall, radiation-cross-linked, flexible, 
flame-retardant polyolefin 

@ Adhesive-lining helps seal out moisture and 
chemical ingress 


@ Full recovery temperature: 125°C 
© Operating temperature range: -40°C to 110°C 


© Colors: black, white, red 


@ UL recognized (file E35586), CSA certified 


Price per 
Supplied | Recovered Foot 
Mfg. Part No. LD. LD. Color Length | Stock No. 1+ 
Priced Per Spool Length Listed Below 
HT-200-3/32-X-SP 0.093” 0.046" ransparen 1500ft 84X0541 ae 
HT-200-1/8-X-SP 0.125” 0.062” ransparen 1500ft 84X0539 es 
HT-200-3/16-X-SP 0.187” 0.093” ransparen 1000ft 84X0540 can 
HT-200-1/4-X-SP 0.25" 0.125" ransparent 500ft 84X0538 es 
HT-200-3/8-X-SP 0.375" 0.187" ransparen 400ft 84X0544 = 
HT-200-3/4-X-SP. 0.75” 0.375" ransparent 250ft 84X0542 — 
HT-200-1-X-SP Ac 0.5” ransparen 250ft 84X0535 = 
Spool Size 3000 ft. — Priced Per Foot 
HT-200-1/16-X-SP 0.063” 0.031” ransparen 84X0536 ea 
HT-200-1/2-X-SP 0.5” 0.25” ransparen 84X0537 ean 


PIM_213161 


Raychem Hot-Air Heating Tool Kit 
Light-duty heating tool is designed to work with a standard line voltage (120V/2000W) on a wide variety of 
Raychem heat-shrinkable products. Features a three-position switch that controls the air flow (150/300/500 
I/min). Temperature can be continuously adjusted over a range of 50°C to 630°C by pushbuttons. The 
temperature is increased/reduced by 10°C steps. LCD display show the actual temperature. Tool length:11”. 


Price Each 
Stock No. 1+ 
84X0534 = 


Mfg. Part No. | Description Contents 


CJ2087-000 | Heating Tool Kit} HL2010E Heating Tool, Heat Shrink Tubing, 
Solder Sleeve Products, SolderTacts Contacts 


PIM_5513201 


634 


@ Environmentally friendly — free of PBBs, PBBOs 
© 3:1 shrink ratio 

Mfg. part no. DWP-125-KIT3 is comprised of 111 pieces of heat-shrink tubing in 6” pre-cut lengths packaged in 
a durable, six section plastic storage case with hinged lid. Assortment consists of: 25 1/8” I.D. pieces (15 black, 
5 white, 5 red), 25 3/16” |.D. pieces (15 black, 5 white, 5 red), 24 1/4” I.D. pieces (20 black, 4 red), 10 1/2” |.D. 
pieces (7 black 3 red), five 3/4” |.D. pieces (3 black, 2 red), and three 1” |.D. black pieces. Also included are 
19 pieces of clear Thermofit® ES1000 adhesive-lined, medium-wall, semi-rigid polyolefin heat-shrink tubing 
(4:1 shrink ratio) consisting of six pieces of No. 1, five pieces each of No. 2 and No. 3 and three pieces of No. 
4 Thermofit® ES1000 tubing, which is used for environmental sealing and electrical insulation of wire splices, 
terminations and components. Order DWP-125 tubing refills separately below. 


(LR31929) at 125°C, 600V 


Price per 
Pkg. 


Mfg. Part No. Contents Stock No. 1-4+ 


Kit 3 
@ DWP-125-KIT3 


92 6” Pcs of 1/8” to 1” ID DWP-125 Adhesive Lined 

PO Heat Shrink Tubing in Black, White, Red; 19 

6” Pcs of ES1000 Adhesive Lined PO Heat Shrink 
Tubing in Clear, 1 Storage Case 


42M3162 94.75 


Refills for Kit 3 


@ DWP-125-1/2-KIT3-REFILL | 10 6” Pcs of 1/2” ID DWP-125 Adhesive Lined 
Polyolefin Heat Shrink Tubing (7 Black, 3 Red) 


@ DWP-125-1/4-KIT3-REFILL | 24 6” Pcs of 1/4” ID DWP-125 Adhesive Lined 
Polyolefin Heat Shrink Tubing (20 Black, 4 Red) 


42M3164 9.29 


42M3165 @28) 


> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CABLE MANAGEMENT 


RAYCHEM DWP-125 SERIES FLAME-RETARDANT, ADHESIVE-LINED shrinkHOoP Cable Clamp Heat-Shrink Grommets (CONT.) 
POLYOLEFIN HEAT-SHRINK TUBING (CONT.) aa BieER 
Price per Mfg. Part No. Length Dia. Max. Color Qty Stock No. 1-49+ 
|__Pkg. PO (Polyolefin), Heat Shrink Strain Relief 
_ Mfg. a No. Contents Stock No. 1-4+ @ URHR-1 13mm 25mm Black 1 21K6643 27.72 
Refills for Kit 3 @ URHRS 19mm Simm Black 1 21K6659 | 32.13 
@ DWP-125-1/8-KIT3-REFILL | 25 6” Pcs of 1/8” ID DWP-125 Adhesive Lined PO | 42M3166 | 13.71 PIM 5510988 
Heat Shrink Tubing (15 Black, 5 White, 5 Red) Zz 
@ DWP-125-3/16-KIT3-REFILL | 25 6” Pcs of 3/16” ID DWP-125 Adhesive Lined | 42M3167 | 14.80 
PO Heat Shrink Tubing (15 Black, 5 White, 5 Red) D-SCE SERIES FLUID-RESISTANT HEAT-SHRINK 
@ DWP-125-1-KIT3-REFILL [3 6” Pcs of 1” ID DWP-125 Adhesive Lined] 42M3163 | 14.80 IDENTIFICATION MARKER SLEEVES =TE 
Polyolefin Heat Shrink Tubing (3 Black) Features ee eae 
@ DWP-125-3/4-KIT3-REFILL | 5 6” Pcs of 3/4” ID DWP-125 Adhesive Lined | 42M3168 418 © Thermal transfer printable CS GEEESRETEREE 
Polyolefin Heat Shrink Tubing (3 Black, 2 Red) © Formulated for use in harsh environments aie 
PIM_93123 © Provides strain relief, insulation and protection Gee snpian 
® Resistance to diesel, organic fluids, common Available 


fuels, lubricants and solvents 
RAYCHEM MOLDED HEAT-SHRINK BOOTS © Resistant to key rail, industrial and military fluids 
== (defined by RW-2519) 
Ideal for use with circular connectors to provide = TE © Self-extinguishing, non-flame propagating 
connector/cable strain relief. Also used with Raychem Soren. ® Military grade performance - SAE-AMS- 
adapters to provide strain relief and mechanical AUTHORIZED DIRTRIBUTOR DTL-23053/6, MIL-STD-202 Method 215 
protection for harness systems using circular RoHS @ Ideal in aerospace, rail and marine industries 
connectors. Molded of fluid-resistant elastomer or fr" Geptinpiat @ 2:1 and 3:1 shrink ratio 
flexible or semi-rigid polyolefin. Available uncoated or ( Available © Wide range of sizes for several wire and bundle diameters 
with pre-coating adhesive for added sealing protection. © Operating temperature range -75°C to 135°C (-103°F to 275°F) 
Note: In mfg. part no. /42 denotes S-1017 polyamide ® Choice of white or yellow 
adhesive; /86 denotes S-1048 high-performance © Supplied in a “ladder format” for ease of printing 
thermoplastic adhesive; /225 denotes S-1206 latent ® Side scoring standard on all sleeves for ease of removal after printed 
cure adhesive. © Optional middle-score version to produce two markers from each sleeve 
© Sold in reels of 1000, 2500 or 5000 sleeves — priced per sleeve 
=) Price Each 
Supplied Recovered Total | Price Each Mfg. Part No. Size L.D.Min | Color | Qty | Stock No. 1-9+ 
Mfg. Part No. 1D. LD. Color | Length | StockNo. |  1-99+ PO (Polyolefin), 2:1, 1000-Pc. Reel 
Right Angle Lipped, Flexible Polyolefin with Adhesive Coating D-SCE-1K-38-50-4 38.1mm x 50mm | 38.1mm | Yellow | 1 | 43M1383 ont 
@ 222K152-4/42-0 1.42” 0.88” Black 1.81” 30K5344 19.78 D-SCE-1K-38-50-9 38.1mmx 50mm | 38.1mm | White 1 43M1384 5.67 
Right Angle Lipped, Fluid-Resistant Elastomer PO (Polyolefin), 2:1, Middle-Scored Version — 1000-Pc. Reel 
@ 222K121-25-0 0.9” 0.22" Black 0.98" 39K3975 14.89 D-SCE-1K-38-50-S1-9 38.1mm x 50mm | 38.1mm | White 1 34P1120 5.06 
Straight Lipped, Flexible Polyolefin D-SCE-1K-38-50-S1-4 38.1mmx 50mm | 38.1mm | Yellow | 14 43M1382 3.42 
@ 202D221-4-0 1.01” 0.29" Black 477" 24K0728 12.66 PO (Polyolefin), 3:1, 1000-Pc. Reel 
@ 202D232-4-0 1.16” 0.33” Black 5.46” 44M8313 16.22 D-SCE-1K-2.4-50-4 2.39mm x 50mm | 2.39mm | Yellow | 1 43M1374 0.79 
@ 202D242-4-0 1.34” 0.38" Black 6.28" 04M7214 17.25 @ D-SCE-1K-2.4-50-9 2.39mm x 50mm | 2.39mm | White 1 67K2409 0.93 
@ 202D253-4-0 1,47" 0.41" Black T 4418442 17.64 D-SCE-1K-3.2-50-4 3.18mm x 50mm | 3.18mm | Yellow | 14 43M1381 0.84 
Straight Lipped, Flexible Polyolefin with Adhesive Coating @ D-SCE-1K-3.2-50-9 3.18mm x 50mm | 3.18mm | White | 1 67K2412 = 
@ 202D921-4/42-0 0.25" 0.08” Black | 2.37" 73K0578 18.25 D-SCE-1K-4.8-50-4 4.75mmx 50mm | 4.75mm_ | Yellow | 1 | 43M1388 1.03 
@ 202D211-4/86-0 0.88" 0.25" Black 4.17" 26K1346 16.64 @ D-SCE-1K-4.8-50-9 4.75mmx 50mm | 4.75mm | White | 1 | 67K2415 1.06 
@ 202D211-4/42-0 0.88" 0.25" Black 4.17" 73K2235 14.34 D-SCE-1K-6.4-50-4 6.35mm x 50mm | 6.35mm | Yellow | 1 43M1393 1.10 
@ 202D121-4/42-0 0.92” 0.22” Black 1.5" 4836312 15.20 D-SCE-1K-9.5-50-4 9.53mm x 50mm | 9.53mm | Yellow | 14 43M1397 a 
@ 202D221-4/42-0 1.01” 0.29" Black 4.77" 35M5596 15.22 @ D-SCE-1K-9.5-50-9 9.53mm x 50mm | 9.53mm | White 1 67K2421 1.18 
@ 202D232-4/86-0 1.16" 0.33" Black 5.46” 26K1349 17.30 D-SCE-1K-12-50-9 12.7mmx 50mm | 12.7mm | White 1 43M1367 1.53 
@ 202D142-4/42-0 1.22" 0.28” Black 2.63” 30K6964 16.67 D-SCE-1K-18-50-4 19.05mm x 50mm | 19.05mm | Yellow | 14 43M1370 1.35 
@ 202D253-4/42-0 1.47” 0.41" Black T 57J3440 22.33 D-SCE-1K-18-50-9 19.05mm x 50mm | 19.05mm | White 1 43M1371 41.72 
Straight Lipped, Fluid-Resistant Elastomer D-SCE-1K-25-50-4 25.4mmx 50mm | 25.4mm | Yellow | 1 43M1376 2.53 
@ 202K121-25-0 0.95" 0.22" Black 1.5" 35K5554 15.10 PO (Polyolefin), 3:1, 2500-Pc. Reel 
@ 202K132-25-0 1.18” 0.23" Black 2.17" 21K6225 44.22 D-SCE-2.5K-4.8-50-4 4.8mm x 50mm 48mm | Yellow | 1 43M1417 0.81 
@ 202K142-25-0 1.22” 0.28" Black 2.64" 64K0092 17.78 PO (Polyolefin), 3:1, 5000-Pc. Reel 
@ 202K153-25-0 1.42” 0.33” Black 3.15” 25M1474 19.25 D-SCE-5K-3.2-50-4 3.2mm x 50mm 3.2mm _ | Yellow | 1 | 43M1448 0.70 
Straight Lipped, Fluid-Resistant Elastomer with Adhesive Coating PO (Polyolefin), 3:1, Middle-Scored Version — 1000-Pc. Reel 
@ 202K121-25/225-0 0.95" 0.22" Black 1.5" 59J7281 17.24 D-SCE-1K-2.4-50-S1-4 2.39mm x 50mm | 2.39mm | Yellow | 1 43M1372 0.98 
@ 202K121-25/86-0 0.95" 0.22" Black 1.5" 60K0383 14.48 D-SCE-1K-2.4-50-51-9 | 2.39mmx50mm_| 2.39mm | White | 1 | 43M1373 0.87 
@ 202K132-25/225-0 1.18” 0.56” Black 2A? 72J7408 16.28 D-SCE-1K-3.2-50-S1-4 3.18mm x 50mm | 3.18mm | Yellow | 14 43M1378 0.86 
T Transition, Flexible Polyolefin with Adhesive Coating D-SCE-1K-3.2-50-S1-9 3.18mm x 50mm | 3.18mm | White | 1 | 46P4350 = 
@ 301A011-4/42-0 0.26" 0.14" Black 1.17" 16M1641 16.43 D-SCE-1K-4.8-50-S1-9 4.75mm x 50mm | 4.75mm | White 1 34P0416 0.95 
Y Transition, Flexible Polyolefin with Adhesive Coating D-SCE-1K-4.8-50-S1-4 4.75mmx50mm | 4.75mm | Yellow | 1 43M1385 = 
@ 381A301-71/42-0 0.78" 0.26" Black 1.6" 36K3055 40.97 D-SCE-1K-6.4-50-S1-4 6.35mm x 50mm | 6.35mm | Yellow | 1 43M1389 1.07 
@ 382A034-4/86-0 1.52” 0.71" Black 3:1” 36M2147 39.74 D-SCE-1K-6.4-50-S1-9 6.35mm x 50mm | 6.35mm |} White 1 43M1390 1.01 
Y Transition, Fluid-Resistant Elastomer D-SCE-1K-9.5-50-S1-4 9.53mm x 50mm | 9.53mm | Yellow | 1 43M1395 4.40 
@ 382A012-25-0 0.52" 0.24" Black 0.94" 77J6861 19.74 D-SCE-1K-9.5-50-S1-9 9.53mm x 50mm | 9.53mm | White 1 43M1396 1.19 
@ 382A023-25-0 1.06” 0.49" Black 3:2" 82K7768 = D-SCE-1K-12-50-S1-4 12.7mm x 50mm | 12.7mm | Yellow | 1 43M1364 1.41 
Y Transition, Fluid-Resistant Elastomer with Adhesive Coating D-SCE-1K-12-50-S1-9 12.7mmx 50mm | 12.7mm_| White | 1 | 43M1365 1.40 
@ 382A012-25/225-0 0.52" 0.13" Black 1.64” | 30M0313 23.67 D-SCE-1K-18-50-S1-4 19.05mm x 50mm | 19.05mm | Yellow | 1 43M1368 2.06 
Y Transition, Semi-Rigid Polyolefin D-SCE-1K-18-50-S1-9 19.05mm x 50mm | 19.05mm | White 1 43M1369 2.12 
@ 382A012-3-0 0.52" 0.13" Black 1.64” 26K3297 = D-SCE-1K-25-50-S1-4 25.4mmx 50mm | 25.4mm | Yellow | 1 | 05AC1816 1.99 
@ 382A023-3-0 1.06” 0.24" Black 3.2" 26K3295 22.15 D-SCE-1K-25-50-S1-9 25.4mm x 50mm | 25.4mm |} White 1 43M1375 2.93 
Y Transition, Semi-Rigid Polyolefin with Adhesive Coating PO (Polyolefin), 3:1, Middle-Scored Version — 2500-Pc. Reel 
@ 382A023-3/42-0 1.06" 0.49" Black 2.1" 28M8423 35.18 D-SCE-2.5K-4.8-50-S1-4 | 4.8mm x 50mm 4.8mm | Yellow | 1 43M1414 0.87 
PIM_94530 D-SCE-2.5K-6.4-50-S1-4 6.4mm x 50mm 6.4mm_ | Yellow 1 43M1420 1.10 
PO (Polyolefin), 3:1, Middle-Scored Version — 5000-Pc. Reel 
shrinkHOoP Cable Clamp Heat-Shrink Grommets D-SCE-5K-2.4-50-S1-4 2.4mm x 50mm 2.4mm _ | Yellow 1 43M1441 0.66 
Ultra-high-ratio heat-shrinkable strain relief grommets can be placed over cable assembly after the connector D-SCE-5K-3.2-50-S1-4 3.2mm x 50mm 3.2mm_ | Yellow 1 43M1446 0.70 
pinning operation is complete. Recovered |.D.: mfg. part no. URHR-1 0.1”; mfg. part no. URHR-5 0.2”. D-SCE-5K-3.2-50-S1-9 3.2mm x 50mm 3.2mm White 1 43M1447 0.70 
>CONTINUEDD 2 
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CABLE MANAGEMENT 
HEAT-SHRINK TUBING 


RAYCHEM C-WRAP SIDE ENTRY HEAT-SHRINKABLE 
REPAIR SLEEVES 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


Features 
@ 150°C rated 


@ Prevents galvanic corrosion on center conductor 
© Environmental- and immersion-resistant 


@ Easy-to-install — saves time, manpower, cost @ Meets fluid and sealing requirements in SAE- 

© Side-entry for easy access to damaged wire AS81824 

© Color-coded for proper sizing of each application @ Length: outer sleeve 0.75”, inner adhesive 0.85” 
@ Long-term performance provides a permanent Applications 


repair 
© Low-profile — small diameter, short length 
© Wrap-around design eliminates de-pinning of @ Defense 

connector for repair @ Marine 
C-Wrap side-entry repair sleeves are designed to repair and seal a damaged wire jacket that has been chafed 
or has a radial crack or cut on the insulation. C-Wrap repair sleeves consist of two pieces: the outer heat- 


@ Used as a side-entry repair kit 
© Aerospace 


shrinkable radiation cross-linked modified fluropolymer insulation sleeve and a meltable modified thermoplastic 
fluroelastomer adhesive inner layer. The side-entry and low-profile construction offers easy access to repair and 
seal a damaged wire jacket. Ideal for use on insulations rated at 135°C or higher. Temperature range: -65°C. 
to +150°C. NOTE: If wire O.D.listed in table below is out of range then use next size of C-Wrap repair sleeve 
up or down. 
Supplied Total Price Each 
Mfg. Part No. 1.D. Color Length Stock No. 1-24+ 

Straight, For 14-12 AWG; Wire O.D. 0.090” - 0.110” 

@ D-150-C-14 0.189” Yellow 0.75" 05W4815 13.67 
Straight, For 18-16 AWG; Wire 0.D. 0.059” - 0.090” 

@ D-150-C-13 0.135” Blue 0.75" 05W4814 10.82 
Straight, For 22-20 AWG; Wire O.D. 0.043” - 0.059 

@ D-150-C-12 0.108” Red 0.75" 05W4813 8.84 
Straight, For 26-24 AWG; Wire 0.D. 0.031” - 0.043” 

@ D-150-C-11 0.09" Green 0.75" | 05W4481 AdhOv 
PIM_208428 


RAYCHEM RNF-100 FLEXIBLE HEAT-SHRINK TUBING 


@ Highly flame retardant 
@ Flexible to conform to irregular shapes 
@ Excellent durability 
© Chemical resistant 


RNF-100 series general-purpose polyolefin heat- 
shrink tubing is designed to provide superior 
mechanical- (abrasion, cut-through and_ strain 
relief), thermal- and fluid-resistance performance in 


AUTHORIZED DISTRIBUTOR 


RoHS _ 

Compliant 

Available 
Wig 


demanding environments. Ideal for wire bundling, _ 
light-duty harnesses and wire identification. 
Black tubing is flame-retardant and meets AMS- 
DTL-23053/5, Class 1 military requirements. 
Clear tubing meets AMS-DTL-23053/5, Class 2 
military requirements. Shrink ratio: 2:1. Minimum 
shrink temperature: 95°C. Continuous operating 
temperature range: -55°C to 135°C. UL recognized, 
CSA certified at 125°, 600V. Sold in 4 ft. lengths, 
mini or regular spool sizes indicated below. 
Price per 
Supplied | Recovered Spool 

Mfg. Part No. LD. 1.D. Color Length | Stock No. 1-2+ 
RNF-100 Series — 4-Foot Lengths 
@ RNF-100-3/64-BK-STK 0.046” 0.023” Black 4ft 09J3960 0.43 
@ RNF-100-1/16-BK-STK 0.063” 0.031” Black 4 09J3951 0.09 
@ RNF-100-3/32-BK-STK 0.094” 0.047” Black 4 09J3958 0.33 
@ RNF-100-1/8-BK-STK 0.125” 0.062” Black 4ft 0943954 0.93 
@ RNF-100-3/16-BK-STK 0.187" 0.093” Black 4ft 09/3957 0.48 
@ RNF-100-1/4-BK-STK 0.25" 0.125” Black 4 09J3953 = 
@ RNF-100-3/8-BK-STK 0.375” 0.187” Black 4ft 093961 = 
@ RNF-100-1/2-BK-STK 0.5” 0.25” Black 4ft 09J3952 ae 
@ RNF-100-1/2-CL-SP 0.5” 0.25” Transparent | 4 61J0695 1.57 
@ RNF-100-3/4-BK-STK 0.75" 0.375" Black 4 09J3959 = 
@ RNF-100-1-BK-STK 1” 0.5” Black 4ft 09/3949 4.27 
@ RNF-100-1-1/2-BK-STK 1.5” 0.75" Black 4ft 09J3950 6.73 
@ RNF-100-2-BK-STK 2 1” Black 4 09J3955 1.90 
@ RNF-100-3-BK-STK 7 15° Black 4 09J3956 eas 
@ RNF-100-4-BK-STK 4 2 Black 4ft 09J3962 | 27.71 
RNF-100 Series — Mini Spools 
@ RNF-100-MINI-SPL-3/64-BK | 0.046” 0.023” Black 100ft | 0933947 | 25.36 
@ RNF-100-MINI-SPL-1/16-BK | 0.063” 0.031” Black 75 09/3940 | 16.34 
@ RNF-100-MINI-SPL-3/32-BK | 0.093” 0.046” Black 65 09/3945 | 32.27 
@ RNF-100-MINI-SPL-1/8-BK 0.125” 0.062” Black 60 09/3943 | 16.23 
@ RNF-100-MINI-SPL-3/16-BK | 0.187” 0.093” Black 50 093944 | 31.88 

> CONTINUED > 
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RAYCHEM RNF-100 FLEXIBLE HEAT-SHRINK TUBING (CONT.) 


Price per 
Supplied | Recovered Spool 

Mfg. Part No. ID. 1.D. Color Length | Stock No. 1-2+ 
RNF-100 Series — Mini Spools 
@ RNF-100-MINI-SPL-1/4-BK | _ 0.25” 0.125" Black 40ft | 09J3942 31.88 
@ RNF-100-MINI-SPL-3/8-BK | 0.375" 0.187" Black 35ft | 0943948 22: 
@ RNF-100-MINI-SPL-1/2-BK 0.5" 0.25" Black 30ft | 0943941 28.97 
@ RNF-100-MINI-SPL-3/4-BK | 0.75” 0.375" Black 25ft | 09J3946 28.03 
@ RNF-100-MINI-SPL-1-BK 1” 0.5" Black 15ft | 093939 33.38 
RNF-100 Series — Regular Size Spools 
@ RNF-100-3/16-BK-SP 0.187" 0.093" Black 1000ft | 95M9374 _ 
@ RNF-100-1-1/2-CL-SP 1.5" 0.75" Transparent | 125ft | 95M9367 298.40 
@ RNF-100-2-CL-SP 2 1 Transparent | 125ft | 95M9369 | 1201.05 


PIM_79616 


RAYCHEM RMW SERIES MEDIUM-WALL, ADHESIVE-LINED 
POLYOLEFIN HEAT- 
SHRINK TUBING 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


materials and metals 

Easy to install with torch or heat gun 

UV resistant 

High shrink ratio of 3:1 to cover uneven substrates 
Minimum shrink temperature: 110°C 


© Medium-wall provides reliable electrical insulation 
@ Withstands mechanical abuse for increased 
product reliability 
@ Resistant to impact and abrasion 
@ Resistant to chemicals and moisture 
@ Provides a moisture-proof seal preventing corro- Minimum full recovery temperature: 125°C 
sion of underlying components Operating temperature range: -40°C to 110°C 
© Adhesive liner seals to most common insulation © Sold in 4 ft. lengths 
RMW series rugged, medium-wall, adhesive-lined polyolefin heat-shrink tubing is specifically designed foruse 
in a broad range of low-voltage applications. insulating, protecting and sealing electrical connections and joints 
in low-voltage cable. Tough and semi-flexible, makes it suited for the insulation and protection of cable joints in 
low voltage electrical systems as well as cable repair. Typical applications include power distribution, trucks and 
buses, heavy equipment, rail cars, shipyards, and underground wells. 


Supplied | Recovered Pkg. Price Each 

Mfg. Part No. 1.D. ID. Color of Stock No. 1-24+ 
4 ft Lengths 
@ RMW-10/3-1200/ADH-0 0.394” 0.118” Black 1 97W1381 5.03 
@ RMW-16/5-1200/ADH-0 0.63” 0.197” Black 1 97W1384 6.47 
@ RMW-25/8-1200/ADH-0 0.984” 0.315" Black 1 97W1387 10.86 
@ RMW-35/12-1200/ADH-0 1.378" 0.472" Black 1 97W1388 14.09 
@ RMW-50/16-1200/ADH-0 1.968” 0.63” Black 1 97W1389 GOT 
@ RMW-63/19-1200/ADH-0 2.48” 0.748” Black 1 97W1390 19.13 
@ RMW-75/22-1200/ADH-0 2.953” 0.866" Black 1 97W1391 22.74 
@ RMW-85/25-1200/ADH-0 3.346” 0.984" Black 1 97W1392 30.16 
PIM_210797 


RAYCHEM DWFR SERIES HIGHLY FLAME-RETARDANT 
DUAL WALL 
ADHESIVE-LINED 
HEAT-SHRINK TUBING 
3:1 and 4:1 Shrink Ratios 


YF f J 


connectivity 


AUTHORIZED DISTRIBUTOR 


Insulates, Environmentally Seals and Protects 

@ Black irradiated polyolefin tubing with thermoplastic 
adhesive inner wall 

® Provides excellent electrical insulation 

© Medium wall thickness provides mechanical 
protection from abrasion and bending 

@ Adhesive liner bonds to a variety of substrate 
materials for a moisture-resistant seal 


Raychem’s DWFR series dual wall adhesive-lined heat-shrink tubing is suitable for sealing and protecting 


@ Minimum shrink temperature: 60°C 

© Full recovery temperature: 110°C. 

© Operating temperature: -40°C to 110°C 

®@ Meets UL 224 VW-1 flammability rating; UL file 
E35586 

© Sold in 4’ (1.2m) long cut pieces in package 
quantities listed below 


connector-to-cable transitions and repairing damaged cable jackets. It can also be used to create and seal 
breakouts in cable harnesses. Applications include: household appliances, automotive, commercial electronics 
and communications, consumer products and industrial equipment. 
Price per 
Supplied | Recovered Pkg. Pkg. 
Mfg. Part No. I.D. 1.D. Color of Stock No. 1+ 
4 ft (1.2m) long Cut Pieces — Shrink Ratio 3:1 
DWFR-3/1-0-STK 0.118” 0.039” Black 25 01AC7672 112.52 
DWFR-6/2-0-STK 0.236" 0.079” Black 25 01AC7677 247.83 
DWFR-9/3-0-STK 0.354” 0.118” Black 25 01AC7679 172.34 
DWFR-12/4-0-STK 0.472” 0.157” Black 25 01AC7667 502.34 
DWFR-19/6-0-STK 0.748" 0.236” Black 25 01AC7669 703.06 
DWFR-24/8-0-STK 0.945” 0.315" Black 25 01AC7671 463.89 
DWFR-40/13-0-STK 1.575” 0.512” Black 10 01AC7675 309.69 
> CONTINUED > 
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RAYCHEM DWER SERIES HIGHLY FLAME-RETARDANT DUAL WALL 
ADHESIVE-LINED HEAT-SHRINK TUBING (CONT.) 


CABLE MANAGEMENT 


HEAT-SHRINK TUBING 


RAYCHEM VERSAFIT™ HIGHLY FLAME-RETARDANT, LOW-RECOVERY 
TEMPERATURE HEAT-SHRINK TUBING AND KITS (CONT.) 


Price per Price per 
Supplied | Recovered Pkg. Pkg. Supplied | Recovered Spool 
Mfg. Part No. 1.D. ILD. Color of Stock No. i+ Mfg. Part No. LD. LD. Color | Length | Stock No. 1-2+ 
4 ft (1.2m) long Cut Pieces — Shrink Ratio 4:1 Regular Size Spools 
DWFR-4/1-0-STK 0.157" 0.039” Black 25 01AC7674 74.08 @ VERSAFIT-3/32-0-SP 0.11" 0.046" Black 500ft 1379892 — 
DWFR-8/2-0-STK 0.315" 0.079” Black 25 01AC7678 289.71 @ VERSAFIT-3/16-0-SP 0.205” 0,094" Black 500ft 5478696 — 
DWFR-12/3-0-STK 0.472" 0.118" Black 25 01AC7666 234.97 @ VERSAFIT-1-1/2-6-SP 1.57” 0.752” Blue 125ft 95M8502 = 
DWFR-16/4-0-STK 0.63" 0.157" Black 25 01AC7668 — @ VERSAFIT-1-1/2-9-SP 1.57” 0.752" White 125ft 95M8506 = 
DWFR-24/6-0-STK 0.945" 0.236” Black 25 01AC7670 | 1181.14 @ VERSAFIT-2-2-SP 2.08" " Red 125ft 95M8511 Sa 
DWFR-32/8-0-STK 1.26" 0.315” Black 10 01AC7673 638.54 PIM_79960 
DWFR-52/13-0-STK 2.047" 0.512" Black 5 01AC7676 144.02 
PIM_5662804 


RAYCHEM TAT-125 SERIES FLEXIBLE, ADHESIVE-LINED 
POLYOLEFIN HEAT-SHRINK TUBING 


ame 
>) ) 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
ny 


© Thin-wall adhesive-lined polyolefin tubing suitable © @ Full recovery temperature: 121°C 
for electrical insulation and moisture sealing in a © Operating temperature range: -55°C to 110°C 
wide variety of applications © Meets military AMS-DTL-23053/4, Class 2 
@ Tubing and adhesive lining remain flexible so specifications 
moisture-seal withstands bending @ UL recognized 
@ Shrink ratio: 2:1 © Sold in 4 ft lengths; priced per foot 
Price per 
Supplied | Recovered Pkg. Foot 
Mfg. Part No. 1D. LD. Color of Stock No. 1-19+ 
4 ft Lengths 
@ TAT-125-1/8-0-STK 0.125” 0.063” Black 1 09J3996 oes 
@ TAT-125-3/16-0-STK 0.187” 0.093” Black 1 09J3997 Ess 
@ TAT-125-1/4-0-STK 0.25" 0.125" Black 1 09J3995 eas 
@ TAT-125-3/8-0-STK 0.374" 0.187” Black 1 09J3999 ees 
@ TAT-125-1/2-0-STK 0.5” 0.25” Black 1 09/3994 4.64 
@ TAT-125-3/4-0-STK 0.752” 0.375” Black 1 0943998 = 
@ TAT-125-1-0-STK 1" 0.5” Black 1 62K3470 = 
@ TAT-125-1-1/2-0-STK 1.496” 0.752” Black 1 093993 19.21 
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RAYCHEM VERSAFIT™ HIGHLY FLAME-RETARDANT, 
LOW-RECOVERY 
TEMPERATURE 
HEAT-SHRINK 


TUBING AND KITS 
2:1 Shrink Ratio 


ZTE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


wet 


2:1 shrink ratio 

Min. shrink temperature: 70°C (158°F) 

Min. full recovery temperature: 90°C (194°F) 
Operating temperature: -55°C to 135°C 


@ Single wall constructed from a crosslinked 
polyolefin 

@ Provides high flame-retardance — VW-1 
flammability rated 


e Excellent flexibility Meets military AMS-DTL-23053/5, Classes 1, 3 
@ Resistant to fluids, strain, wrinkling specifications 
@ Llow shrink temperature @ UL recognized, CSA certified at 125°C, 600V 
Versafit™ series heat-shrink tubing is ideal for a variety of functions in commercial and military applications, 
such as insulating and protecting in-line components and wire bundles for very flexible harnesses. Sold in 
spools, kits and kit refill packs. 
Versafit™ Heat Shrink Tubing — Spools 
Price per 
Supplied | Recovered Spool 
Mfg. Part No. LD. 1D. Color | Length | Stock No. 1-2+ 
Mini Spools 
@ VERSAFIT-MINI-SPL-3/64-BK 0.047" 0.024" Black | 100 09/4055 | 37.71 
@ VERSAFIT-MINI-SPL-1/16-BK 0.063” 0.031” Black | 751 0934048 | 20.13 
@ VERSAFIT-MINI-SPL-3/32-BK 0.094” 0.046” Black | 65ft 09/4053 | 33.15 
@ VERSAFIT-MINI-SPL-1/8-BK 0.125” 0.063” Black | 60ft 09J4051 26.33 
@ VERSAFIT-MINI-SPL-3/16-BK 0.189" 0.094” Black | 501 09/4052 | 28.20 
@ VERSAFIT-MINI-SPL-1/4-BK 0.25" 0.126" Black | 40 094050 | 28.20 
@ VERSAFIT-MINI-SPL-3/8-BK 0.375” 0.189” Black |  35ft 094056 | 33.15 
@ VERSAFIT-MINI-SPL-1/2-BK 0.5” 0.252” Black |  30ft 094049 | 28.20 
@ VERSAFIT-MINI-SPL-3/4-BK 0.752" 0.374" Black | 25 09/4054 | 27.23 
@ VERSAFIT-MINI-SPL-1-BK 1 0.5” Black 15 094047 | 35.40 
> CONTINUED > 


1.800.463.9275 © newark.com 


Versafit™ Heat Shrink Tubing Kits and Refill Packs 


Mfg. part no. VERSAFIT-KIT-1-0 126-pc. kit includes: 30 3/16”, 28 1/4”, 24 3/8”, 20 1/2”, 14 3/4” and 10 1” pre- 
cut 6” long pieces of black heat-shrink tubing neatly packaged in a durable six section plastic storage box.Order 
refill packs for tubing kits separately below. 


Mfg. part no. VERSAFIT-KIT-2-COLOR 133-pc. kit includes: 35 3/32", 28 1/8", 21 each of 3/16” and 1/4”, 14 
each of 3/8"and 1/2” pre-cut 6” long pieces of color heat-shrink tubing neatly packaged in a durable six section 
plastic storage box. Order refill packs for tubing kits separately below. 


Mfg. part no. VERSAFIT-KIT-6-0 12-pc.economy kit includes: 3 each of 3/64”, 1/16”, 3/32” and 1/8” pre-cut 6” 
long pieces of black heat-shrink tubing packaged in a reclosable plastic bag. Order refill packs for tubing kits 
separately below. 


Price per 
Kit 
Mfg. Part No. Contents Stock No. 1-2+ 
Kits 
VERSAFIT-KIT-1-0 126 6” long Pcs. of 3/16” to 1” Versafit™ Black) 09/4002 | 52.01 
Heat Shrink Tubing 
@ VERSAFIT-KIT-2-COLOR 133 6” long Pcs. of 3/32” to 1” Versafit™ Heat} 09/4010 67.37 


Shrink Tubing in Multiple Colors 


3 6" long Pcs. each of 3/64”, 1/16”, 3/32" and 1/8” 
Versafit™ Black Heat Shrink Tubing 


@ VERSAFIT-KIT-6-0 094045 7.36 


Refill Packs — Black 
@ VERSAFIT-1-KT1-REFILL 


10 6” long Pcs. of 1” Versafit™ Black Heat Shrink | 03M2612 aS 

Tubing, Expanded ID 1.055” 
@ VERSAFIT-3/4-KT1-REFILL | 14 6" long Pcs. of 3/4” Versafit™ Black Heat} 03M2621 = 
Shrink Tubing, Expanded ID 0.205” 
28 6” long Pcs. of 1/4” Versafit™ Black Heat) 03M2615 7.70 
Shrink Tubing, Expanded ID 0.25” 


-3/16-KT1-REFILL | 30 6” long Pcs. of 3/16” Versafit™ Black Heat) 03M2618 8.01 
Shrink Tubing, Expanded ID 0.135” 


@ VERSAFIT-1/4-KT1-REFILL 


@ VERSAFI 


Refill Packs — Multiple Colors 


@ VERSAFIT-1/2-KT2-REFILL | 14 6” long Pcs. of 1/2" Versafit™ Heat Shrink | 03M2614 
Tubing in Multiple Colors; Expanded ID 0.54” 


@ VERSAFIT-3/8-KT2-REFILL | 14 6” long Pcs. of 3/8” Versafit™ Heat Shrink | 03M2623 6.32 
Tubing in Multiple Colors; Expanded ID 0.4” 
@ VERSAFIT-1/4-KT2-REFILL | 21 6” long Pcs. of 1/4” Versafit™ Heat Shrink | 03M2616 7.85 
Tubing in Multiple Colors; Expanded ID 0.28” 
-3/16-KT2-REFILL | 21 6” long Pcs. of 3/16” Versafit™ Heat Shrink] 03M2619 5.04 
Tubing in Multiple Colors; Expanded ID 0.205” 
@ VERSAFIT-1/8-KT2-REFILL | 28 6” long Pcs. of 1/8” Versafit™ Heat Shrink | 03M2617 7.85 
Tubing in Multiple Colors; Expanded ID 0.135” 
-3/32-KT2-REFILL | 35 6” long Pcs. of 3/32” Versafit™ Heat Shrink | 03M2620 = 
Tubing in Multiple Colors; Expanded ID 0.11” 


@ VERSAF| 


@ VERSA 
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PULL-PAK® HEAT-SHRINK TUBING 


alg 
DISPENSER Kees PrO- “POWER 


Gee simone 
Available 
WG 
@ 


vw-t 


Pull-Pak® Dispenser with Five Mini Spools 


Mini Spools 
The Easy Way To Select the Exact Length of Highly flame retardant 
Tubing Needed Low shrink temperature 
®@ All black PVC tubing on five mini spools Highly flexible 


Abrasion and chemical resistant 
Dispenser mounts easily to wall or workbench 
Refill mini spools available 


© In popular diameter sizes: 100 ft of 1/16”, and 25 ft 
each of 1/8”, 3/16”, 1/4”, and 3/8” 

@ Tubing will not unravel or pull back 

@ 2:1 shrink ratio 


Five mini spools of all-purpose PVC heat-shrink tubing convenently packaged in an easy-to-use Pull-Pak® 
dispenser. Contains the most popular diameter sizes used for electrical insulation, protection, strain relief, 
jacketing, and wire bundling. Ideal for engineers, R&D labs, shop floor and maintenance departments. Meets 
UL Subject 224 VW-1, SAE-AMS-DTL-23053/2 Class 2 specifications. UL recognized, CSA approved. Order 
replacement mini spool refills separately below. 


Pull-Pak® Dispenser with Five Mini Spools of PVC Heat-Shrink Tubing 


> CONTINUED > 
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CABLE MANAGEMENT 


HEAT-SHRINK TUBING 


PULL-PAK® HEAT-SHRINK TUBING DISPENSER (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


EMI/RFI SHIELD HEAT SHRINK TUBING KITS (CONT.) 


Price per 
Kit 
Mfg. Part No. Contents Stock No. 1-24+ 
@ MC36421 | 1 100 ft Spool of 1/16” ID and 1 25 ft Spool Each of 1/8”, 3/16”, 1/4", | 32T5256 155.93 


3/8” ID PVC Heat Shrink Tubing in Pull-Pak® Dispenser 


PIM_194800 


Replacement Mini Spool Refills — PVC Heat-Shrink Tubing for Pull-Pak® Dispenser 


Price per 
Supplied | Recovered Spool 
Mfg. Part No. LD. 1.D. Color | Length Stock No. 1-9+ 
@ PVS-004-1100-BLK 0.063” 0.032” Black 100ft 03F3453 BEES) 
@ PVS-008-1025-BLK 0.125” 0.063” Black 25ft 03F3464 31.05 
@ PVS-012-1025-BLK 0.187" 0.093" Black 25ft 03F3469 Beles 
@ PVS-016-1025-BLK 0.25” 0.125" Black 25ft 03F3475 34.25 
@ PVS-024-1025-BLK 0.375” 0.187” Black 25ft 03F3480 40.23 
PIM_5511000 
HEAT-SHRINK TUBING KITS Dro-POWER 
—— youtreX 


Kits contain a wide assortment of heat-shrink tubing, listed in the table directly below, enabling the engineer to 
choose the best tubing for each application before putting a prototype into production. The basic kit contains 88 
pieces of tubing, each 6” (150) long. The advanced kit contains 174 pieces of tubing, each 3” (75) long. Both kits 
are packaged in a sectioned, high-impact polystyrene storage box with “Quick-Scan” chart identifying contents. 
Description — Kit Quantity 
Flexible PVC 105 Heat-Shrink Tubing: Basic Kit 18 Pcs.; Advanced Kit 18 Pcs. 
Flexible PO Heat-Shrink Tubing: Basic Kit 18 Pcs.; Advanced Kit 18 Pcs. 
Flame-Retardant Flexible PO Heat-Shrink Tubing: Basic Kit 18 Pcs.; Advanced Kit 18 Pcs. 
PVDF Heat Shrink Tubing: Basic Kit 15 Pcs.; Advanced Kit 16 Pcs. 
Adhesive-Lined Multiple-Wall PO Heat-Shrink: Basic Kit 9 Pcs.; Advanced Kit 10 Pcs. 
Semi-Rigid Multiple-Wall PO Heat-Shrink Tubing: Basic Kit 10 Pcs.; Advanced Kit 10 Pcs. 
Low-Temperature Flexible PO Heat-Shrink Tubing: Advanced Kit 18 Pcs. 

Adhesive-Lined, Flexible, Multiple-Wall High-Ratio Heat-Shrink Tubing: Advanced Kit 10 Pcs. 

Irradiated PVC 105 Heat Shrink Tubing: Advanced Kit 18 Pcs. 

TFE Heat Shrink Tubing: Advanced Kit 12 Pcs. 
Super-Shrink TFE Heat Shrink Tubing: Advanced Kit 14 Pcs. 
TFE with Inner-Melt Heat Shrink Tubing: Advanced Kit 12 Pcs. 


Price Each 
Mfg. Part No. Contents Stock No. 1-24+ 
SPC10857 | Advanced Kit — 174 3” long Pcs. of TFM, SST, TTS, KYS, PVHR, | 27€7803 | 187.39 
PVS, SRM, PHD, PHS, FPF, LTP, FPS Series Heat Shrink Tubing 
SPC10858 | Basic Kit — 88 6” long Pcs. of SRM, PHD, KYS, FPF, FPS and PVS | 27€7809 | 110.50 


Series Heat Shrink Tubing 


PIM_6360 


EMI/RFI SHIELD HEAT SHRINK TUBING KITS 


© Polyolefin tubing with conductive cloth liner combines an efficient shield 
with a shrink-fit jacket 

2:1 shrink ratio 

Meets MIL-I-25053/5, Class 1 specifications 
Passes VW-1 vertical wire flame test 

Dielectric strength: 300 volts/mil. 

Attenuation averages 85dB from 1MHz to 1GHz 
Temperature range: -40°F to +250°F 

24 AWG grounding wire 

Heat-shrink tubing with EMI/RFI shield is ideal for 
shielding wire or cable, adding additional shielding, 


PrO-POWER 

Spite ; 
Compliant 
Available 


or repairing shielding that has been stripped back for 
wire termination. 
Price Each 
Mfg. Part No. Contents Stock No. 1-24+ 
@ SPC5086 | 1-foot of 0.188" EMI Shield Heat Shrink Tubing, 3” long Ground Wire | 50N161 31.30 
(Recommended Usuable I.D.: 0.093” - 0.188”) 
@ SPC5087 | 1-foot of 0.25” EMI Shield Heat Shrink Tubing, 3” long Ground Wire | 50N162 32.19 
(Recommended Usuable |.D.: 0.125” - 0.25”) 
@ SPC5088 | 1-foot of 0.375” EMI Shield Heat Shrink Tubing, 3” long Ground Wire | 50N163 43.10 
(Recommended Usuable |.D.: 0.188" - 0.375") 
@ SPC5089 | 1-foot of 0.5” EMI Shield Heat Shrink Tubing, 3” long Ground Wire | 50N164 43.90 
(Recommended Usuable |.D.: 0.25” - 0.5”) 
> CONTINUED > 


Price Each 
Mfg. Part No. Contents Stock No. 1-24+ 
@ SPC5090 | 1-foot of 0.75" EMI Shield Heat Shrink Tubing, 3” long Ground Wire | 50N165 43.27 
(Recommended Usuable |.D.: 0.375” - 0.75”) 
@SPC5091 | 1-foot of 1” EMI Shield Heat Shrink Tubing with 3” long Ground Wire | 50N166 85.84 
(Recommended Usuable I.D.: 0.5” - 1”) 
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FP-301 POLYOLEFIN HEAT-SHRINK TUBING KITS 
2:1 Shrink Ratio 


RoHS _ 
Compliant 
Available 


FP-301 KIT ASSORTED 


@ Flexible, thin-wall polyolefin construction offers 
moisture-seal protection 

Flame-retardant (except clear) 

2:1 shrink ratio 

Provides insulation for 600V-rated applications 
Ideal for industrial and military applications 
Operating temperatue range: -55°C to 135°C 
FP301 all-black tubing kit contains 102 pieces of 6” tubing lengths, in six sizes ranging from 3/16” to 1”. The 
assorted color kit contains over 66 feet — a total of 133 pieces of 6” lengths in six diameters and seven colors: 
black, red, white, yellow, blue, green, and clear. Includes: five of each color in 3/32" (2.36) size, four of each 
color in 1/8” (3.18) size, three of each color in 3/16” (4.75) size, three of each color in 1/4” (6.35) size, two of 
each color in 3/8” (9.53) size, and two of each color in 1/2” (12.7) size. Replacement tubing packs are available; 
go online or call. 


® Meets Mil Speci AMS-DTL-23053/5, Class 1 

@ UL recognized, CSA certified, AMS-3636, AMS- 
3637, ABS 

© Choice of all-black or multi-color assortments in a 
variety of popular sizes 

@ Packaged in a plastic storage case 


Price Each 
Mfg. Part No. Contents Stock No. 1-4+ 
@ FP-301 KIT BLACK 102 6 long Pieces of Black Polyolefin 2:1 Shrink} 16P8446 | 165.40 
Ratio, FP-301 Heat-Shrink Tubing: 30 3/16” Pcs, 28 
1/4” Pes, 20 3/8” Pcs, 14 1/2" Pcs, 6 3/4” Pcs & 4 1” 
Pcs; Packaged in a Translucent Plastic Storage Case” 
@ FP-301 KIT ASSORTED | 133 6” long Pieces of 3/32” to 1/2” Polyolefin Heat] 66F9674 | 138.64 


Shrink Tubing in 7 Colors 


PIM_6473 


EPS-300 ADHESIVE-LINED POLYOLEFIN HEAT-SHRINK 
TUBING KIT 
3:4 Shrink Ratio 


RoHS _ 

Compliant 

Available 
WG 


@ Thin-wall, flexible polyolefin adhesive-lined 
construction 


@ Shrinking temperature: 121°C min. 
@ UL recognized File E-157227 at 600V,125°C max. 
© Flame retardant — self-extinguishing, meets © CSA certified File LR38227 

UL224 All-Tubing Flame Test (jacket) @ Black and red assortment in a variety of popular 
© 3:1 shrink ratio sizes 
© Operating temperature range: -55°C to 110°C @ Packaged in a plastic storage case 
EPS-300 adhesive-lined, flexible polyolefin heat-shrink tubing kit is an assortment of 1/2” to 1” sizes in red and 
black. Kit contains 42 6” long pieces: 12 each of 1/2” diameter red and black, 6 each of 3/4” diameter red and 
black, and 3 each of 1” diameter red and black. Replacement tubing packs are available; go online or call. 


Price Each 
Mfg. Part No. Contents Stock No. 1-4+ 
@EPS-300 | 42 6” long Pieces of 1/2” to 1” Adhesive-Lined Polyolefin Heat} 04P7495 | 226.54 


n 


hrink Tubing in Black and Red 
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FP-301 HEAT-SHRINK TUBING ASSORTMENT PACKS 
2:1 Shrink Ratio 


RoHS — 
Compliant 
Available 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


FP-301 HEAT-SHRINK TUBING ASSORTMENT PACKS (CONT.) 

@ Flexible, thin-wall polyolefin construction offers @ Ideal for industrial and military applications 
moisture-seal protection © Operating temperatue range: -55°C to 135°C. 

@ Flame-retardant (except clear) © Meets Mil Speci AMS-DTL-23053/5, Class 1 

@ 2:1 shrink ratio @ UL recognized, CSA certified, AMS-3636, AMS- 

@ Provides insulation for 600V-rated applications 3637, ABS 


FP-301 general-purpose polyolefin heat-shrink tubing “color” assortment packs are 6” long pieces in 7 colors per 


pack: black, clear, white, red, yellow, blue, and green. The perfect tubing for lightweight wire-harness covering, 
fire-resistant covering, wire bundling and component packaging. 
Price Each 
Mfg. Part No. Contents Stock No. 1-4+ 
@ FP-301-1/2-ASSORT | 14 6” long Pieces of 1/2” Polyolefin Heat Shrink Tubing, | 08N3240 | 30.59 
2 Each of 7 Colors 
@ FP-301-3/8-ASSORT | 14 6” long Pieces of 3/8” Polyolefin Heat Shrink Tubing, | 97M6862 | 29.27 
2 Each of 7 Colors 
@ FP-301-1/4-ASSORT | 21 6” long Pieces of 1/4” Polyolefin Heat Shrink Tubing, | 97M6860 30.98 
3 Each of 7 Colors 
@ FP-301-1/8-ASSORT | 28 6” long Pieces of 1/8” Polyolefin Heat Shrink Tubing, | 97M6861 49.08 
4 Each in 7 Colors 
FP-301-3/32-ASSORT | 35 6” long Pieces of 3/32” Polyolefin Heat Shrink Tubing, | 81H7326 | 40.87 
5 Each of 7 Colors 
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FIT® 221 GENERAL-PURPOSE, IRRADIATED 
POLYOLEFIN HEAT-SHRINK TUBING KITS AND 
ASSORTMENTS 


meet) AlphaWire 


Cables you a Service you deserve. 


RoHS 
Compliant 
iNvallable 


FIT-KIT-221BK 


FIT-KIT-221C 


@ 2:1 shrink ratio ® Dielectric strength: 500V/mil. 
© Operating temperature: -55°C to 135°C @ UL recognized, CSA certified 


Mfg. part no. FIT-221BK all-black kit provides engineers and technicians with a complete assortment of FIT®- 
221 heat-shrink tubing; contains 80 6” long pieces of black tubing in 6 sizes: 25 pieces of 3/16”, 20 pieces of 1/4”, 
15 pieces of 3/8”, 10 pieces of 1/2”, 6 pieces of 3/4” and 4 pieces of 1”. All packages in a handy storage case. 
Mfg. part no. FIT-221C multi-color kit for use in research and development labs, engineering development and 
maintenance departments; contains 119 6” long pieces of FIT®-221 heat-shrink tubing in 7 colors: black, blue, 
red, white, yellow, green, clear; 4 of each color in size 3/32”, 3 of each color in sizes 1/8”, 3/16”, 1/4”, and 2 of 
each color in sizes 3/8”, 1/2”. All packages in a handy storage case. 


CABLE MANAGEMENT 


HEAT-SHRINK TUBING 


FIT@-221 HEAT-SHRINK TUBING VARIETY PACK WITH MINIGUN (CONT.) 


Price Each 
Mfg. Part No. Contents Stock No. 1-2+ 
Variety Pack With FIT® MiniGun 
FITMGKIT1 NC032 | 60-Pcs of 1/8” to 1/2” FIT-221 Heat Shrink Tubing in Colors | 1901492 == 
Black, Blue, Red, White, Green, Yellow with FIT MiniGun 
Variety Pack Without FIT® MiniGun 
@ FIT-221-R MC213_ | 60-Pcs of 1/8” to 1/2” FIT-221 Heat Shrink Tubing in Colors | 26C1082 60.73 
Black, Blue, Red, White, Green, Yellow 
PIM_73250 
FIT® Mini Heat Gun 
Supply Price Each 
Input Voltage Plug eel 
Mfg. Part No. Power VAC Type Stock No. 1+ 
FITMG1 NC032 350W 120V US 10J9218 = 
PIM_5513207 


ADHESIVE-BACKED SURFACE MOUNT RACEWAY 


DUCT 


PrO-POWER 


Ivory 


© One-piece latching duct designed 

© Special flexible hinge allows numerous openings 
without stress, cracking or discoloration 

© Self-locking, hidden positive latch allows for quick 
re-entry and secure installation 

® Ideal to contain, route, and protect wire/cable that 
can't be run within a wall 


White 


@ Durable PVC, rated UL 94V-0 

@ Paintable with a latex-based paint to fit any decor 

@ Urethane foam adhesive tape backing features 
good high-temperature and solvent resistance 

© Sold in packages of four 6’ (1.8M) long pieces 
totaling 24’ (7.3M) — Priced per foot 


Mfg. part no. FIT-221-MS-1 BK032 multi-color assortment of FIT®-221 heat-shrink tubing contains 30 6” long 
pieces of tubing in colors: black, blue, red, green, yellow; 6 pieces of each sizes: 3/64”, 1/16” 3/32” 1/8” and 
3/16”. Mfg. part no. FIT-221-MS-2 BK032 multi-color assortment of FIT®-221 heat-shrink tubing contains 16 
6" long pieces of tubing in colors: black, blue, red, yellow; 4 pieces of each sizes: 1/4”, 3/8” 1/2” 1/8” and 3/4”. 
Price Each 

Mfg. Part No. Contents Stock No. 1-4+ 
All-Black Kit 
@ FIT-KIT-221BK | 80 6” long Pieces of 3/16” to 1” FIT-221 Heat Shrink Tubing | 88K1931 | 118.19 

in Black 
Multi-Color Kit and Assortments 
@ FIT-KIT-221C 119 6” long Pieces of 3/32” to 1/2” FIT-221 Heat Shrink] 88K1932 | 140.14 
Tubing in Black, Blue, Red, White, Green, Yellow, Clear 
@ F221MS/2 BK032 | 16 6” long Pieces of 1/4” to 3/4” FIT-221 Heat Shrink Tubing} 70B5743 | 81.86 
in Black, Blue, Red, Yellow 
@ F221MS/1 BK032 | 30 6” long Pieces of 3/64” to 3/16” FIT-221 Heat Shrink] 28B5271 | 41.25 
Tubing in Black, Blue, Red, Green, Yellow 


PIM_73249 

FIT®-221 HEAT-SHRINK TUBING VARIETY PACK Bar 

WITH MINIGUN 

Choose FIT MGKIT 1 FIT® Heat-Shrink Tubing Variety Pack Alp haWire 
with MiniGun for: you trust, Service yau deserve. 


© Aconvenient variety of 


general-purpose irradiated polyole- 


fin heat-shrink tubing 
@ Alpha’s smallest heat g 
MiniGun, with a nozzle 


to 1000°F, 6’ cord, 3A, UL listed 
© Convenience in the field or in 


the shop 
© Cost-effective solution 
and electronics technici 


These portable variety pi 


strain relief, splicing, 
identification, environmen 
and cable repair applic: 


FIT® -221 


RoHS 

Compliant 

Available 
AW @& 


un, FIT® 
lemperature 


for electrical 


ans 
i acks include 
all necessary materials to satisfy 
it i ici connecting, a 


fal protection 
ations. Both 


variety packs contain 60 6” long cut pieces in 5 sizes/7 colors: 1/8”, 3/16”, 1/4” consisting of four black, three 
white, two red, two blue, two yellow and one green; 3/8”, 1/2” consisting of three black, two white, one red, one 
blue, one yellow and one green. Select the variety pack with or without the FIT® MiniGun. Additional FIT® 
MiniGuns ordered separately below. 
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Price per 
Foot 
Mfg. Part No. Width Height Color StockNo. | 1-24+ 
PVC (Polyvinylchloride), 6 Ft. (1.8M) Lengths 
8443-0485 19.05mm 12.7mm Ivory 08X6018 = 
8443-0446 19.05mm 12.7mm White 08X6015 = 
8443-0486 31.75mm 19.05mm Ivory 08X6019 = 
8443-0487 44.45mm 25.4mm Ivory 08X6020 a 
PIM_6485 
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Slotted-Wall Standard Design 


All 3 Designs Feature: 


@ High-impact PVC material 


@ Flammability rated UL! 

@ UL recognized, CSA ci 

© Order universal wiring 
below 

@ Duct base sold in pa 
lengths — Priced pei 


Slotted-Wall Standard Design e 
@ Enables numerous wire breakouts 


© Restricted opening de: 
removal of wires 


© Double-scored breakaway duct fingers make larger 


Slotted-Wall High-Density Design 


Solid-Wall Design 


© Narrow duct fingers reduce fanning of wires for 
neater appearance 
2:1 ratio compared to standard slotted-wall duct 
Accommodates compact designs/components in 
control panels, communication closets 

@ Mounting hole pattern lines up with DIN 35 rail 
ickages of 24’ in four 6” @ Mounting hole rows consistent with standard duct 
for interchanging 
Restricted opening design prevents unintended 
removal of wires 
© Double-scored breakaway duct fingers make larger 

breakouts easy 

Salle -Wall Design 


94V-0 e 
ertified, Made in the U.S.A. e 
duct covers separately 


r foot 


sign prevents unintended 


breakouts easy deal for straight wire runs where no breakouts 
Slotted-Wall High-Density Design are required 
Price per 
Foot 
Mfg. Part No. Width Height Color StockNo. | 1-244 _ 
PVC (Polyvinylchloride), Slotted-Wall High-Density Design, 6 Ft. Lengths — Duct Base Only 
DHD-1X1 1” " Grey 08X5705 = 
DHD-1X1.5 1.02" 1.5" Grey 08X5706 = 
DHD-1X3 1.02” 3 Grey 08X5708 = 
DHD-1X2 1.03" 2 Grey 08X5707 6.88 
> CONTINUED > 
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CABLE MANAGEMENT 


RACEWAYS 


WIRING DUCTS AND COVERS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


PANDUCT® TYPE F NARROW SLOTTED WIRING DUCT (CONT.) 


Price per Price per 
Foot Foot 
Mfg. Part No. Width Height Color Stock No. 1-24+ Mfg. Part No. Width Height Color Stock No. 1-24+ 
PVC (Polyvinylchloride), Slotted-Wall High-Density Design, 6 Ft. Lengths — Duct Base Only PVC (Polyvinylchloride), 6 Ft. (1.8M) Lengths — Wiring Duct Base Only 
DHD-1.5X1.5 1.52" 0° Grey 08X5702 — @ F2X3LG6N 57.2mm 79.2mm Grey 19K4267 22 
DHD-1.5X3 1.62" 3 Grey 08X5704 —_ @ F2X4LG6N 57.2mm 104.1mm Grey 19K4268 = 
DHD-1.5X2 1.53" 2" Grey 08X5703 0.70 @ F3X2LG6N 82.6mm 53.8mm Grey 19K4269 = 
DHD-2X2 2.03" 2" Grey 08X5709 —- @ F3X3LG6N 82.6mm 79.2mm Grey 19K4270 = 
PVC (Polyvinylchloride), Slotted-Wall Standard Design, 6 Ft. Lengths — Duct Base Only @ F3X4LG6N 82.6mm 104.1mm Grey 19K4271 = 
WDLT-0404-72 1” 1.05” Grey 08X5994 —_ @ F4X3LG6N 108mm 79.2mm Grey 19K4272 11.54 
WDLT-0406-72 1.02” 1.56” Grey 08X5995 sie PIM_6492 
WDLT-0408-72 1.03” 2.06" Grey 08X5996 1.26 
ee = es ca vata ae PANDUCT® PANELMAX™ TYPE G EMI SHIELDED Panouir 
WDLT-0606-72 1.62” 1.56” Grey 08X5999 0.55 SLOTTED WIRING 
WDLT-0612-72 1.52" 3.06” Grey 08X6001 = DUCT 
WDLT-0608-72 1.53" 2.06" Grey 08X6000 = RoHS 
WDLT-0812-72 2.02" 3.06” Grey 08X6004 = Getimsian 
WDLT-0808-72 2.03" 2.06” Grey 08X6003 1.37 e 
WDLT-1212-72 3.02" 3.06" Grey 08X6007 1.07 AL 
WDLT-1208-72 3.03" 2.06" Grey 08X6006 es 
WDLT-1204-72 3.04" 1.05” Grey 08X6005 Se 
PVC (Polyvinyichloride), Solid-Wall Design, 6 Et Lengths — Duct Base Only © Up to 20dB noise reduction © Lead-free PVC with metallic foil finish 
WDWT-0303-72 0.75" 0.8" Grey 08X6012 6.28 © 90% noise voltage reduction (up to 6 inches air © UL recognized continuous use temperature: 50°C 
PIM_6374 space) (122°F) 
Panduct® PanelMax™ Type G EMI shielded wiring duct routes, separates, and shields sensitive wiring from 
noise emission. Use with mfg. part no. C2LG6 Type C duct cover and PanelMax™ Noise Shield; order 
Universal Wiring Duct Covers separately online or call. Mounting holes make it easy to install with 10-32 x 1/2” screws (not included). Color: 
Designed for used with standard and high-density slotted-wall wiring ducts, ordered separately above. Versatile light grey. Duct base sold in packages of 6’ lengths — Priced per foot. 
snap-on design with nonslip liner. Flammability rated UL94V-0. UL recognized, CSA certified. Made in the U.S.A. Price per 
Cover sold in packages of 7.3M/24’ in four 1.8M/6’ lengths — Priced per foot. Foot 
Price per Mfg. Part No. Width Height Color Stock No. 1-17+ 
; L bes | PVC (Polyvinylchloride), 6 Ft. (1.8M) Lengths — Wiring Duct Base Only 
Mfg. Part No. Type Length | Width [[StcGkINOn i=2ds @ G2X2LG6EMI 50.8mm 50.8mm Grey 3471581 15.60 
Grey, High-Impact PVC, Duct Cover, 1.8M/6 Ft. Lengths @ GOX3LG6EMI 5.8mm 7.2mm Grey 3471582 27.29 
@ WDCT-04-72 | Wiring Duct Cover in Pk of 4 1.8M/6-Ft Pcs | 1.8m | 25.4mm | 08X5989 — © G2X4LG6EMI 50.8mm 101.6mm Grey 3471583 31.36 
WDCT-06-72 | Wiring Duct Cover in Pk of 4 1.8M/6-Ft Pcs | 1.8m | 38.1mm | 08X5990 — PR 0dB7e 
WDCT-08-72 | Wiring Duct Cover in Pk of 4 1.8M/6-Ft Pcs | 1.8m | 50.8mm | 08X5991 2.98 7 
WDCT-12-72 | Wiring Duct Cover in Pk of 4 1.8M/6-Ft Pcs | 1.8m | 76.2mm | 08X5992 as 


PIM_5510996 


PANDUCT® TYPE F NARROW SLOTTED WIRING DUCT 


@ Narrow slot/finger design provides 
more slots for to fit spacing of 
high-density terminal blocks 

@ Ideal for use in control panels and 

communications closets 

© Smooth rounded edges will not cut 

hands or abrade wiring insulation 

© Double scoreline saves installation 

ime, and ultimately lowers installed 

cost 

© Constrcuted of lead-free PVC 

© Duct base provided with mounting 

holes 

@ UL recognized continuous use 

lemperature: 122°F (50°C) 

@ Flammability rating: UL94V-0 

© Conforms with NFPA 79-2007 sec. 13.3.1 requirement for flame 

retardant material 


PAnbuIT 


@ UL recognized, CSA certified, CE compliant 
© Duct base sold in packages of four 6’ lengths — Priced 
per foot 
@ Additional sizes available; order nonslip duct covers separately; 
go online or call 
Price per 
Foot 
Mfg. Part No. Width Height Color StockNo. | 1-244 _ 
PVC (Polyvinylchloride), 6 Ft. (1.8M) Lengths — Wiring Duct Base Only 
@ F.5X.5LG6N 17.5mm 15.2mm Grey 19K4253 = 
@ F.5X1LG6N 17.5mm 26.9mm Grey 19K4254 pee 
@ F.75X.75LG6N 23.6mm 20.9mm Grey 19K4255 mee 
@ F.75X1.5LG6N 23.6mm 39.9mm Grey 19K4256 Bee 
@ F1X1LG6N 32mm 28.4mm Grey 19K4262 = 
@ F1X1.5LG6N 32mm 41.1mm Grey 19K4261 pee 
@ F1X2LG6N 32mm 53.8mm Grey 19K4263 = 
@ F1X3LG6N 32mm 79.2mm Grey 19K4264 a 
@ F1.5X1LG6N 44.5mm 28.4mm Grey 19K4258 = 
@ F1.5X1.5LG6N 44.5mm 41.1mm Grey 19K4257 ae 
@ F1.5X2LG6N 44.5mm §3.8mm Grey 19K4259 ee 
@ F1.5X3LG6N 44.5mm 79.2mm Grey 19K4260 = 
@ F2xX1.5LG6N 57.2mm 41.1mm Grey 19K4265 = 
@ F2X2LG6N 57.2mm 53.8mm Grey 19K4266 = 
> CONTINUED > 
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PANDUCT TYPE G — WIDE SLOTTED WIRING DUCT 


PanbuiT 
WG 
CE 


@ Wide-finger design provides greater rigidity and 
larger slot width 

@ Panduit® exclusive rounded edges will not cut © Specially formulated lead-free PVC eliminates 
hands or abrade wiring insulation health concerns associated with PVC that contains 

© Double scoreline saves installation time and lead 
ultimately lowers installed cost ® Restricted slot design reduces installation time, 

© Nonslip cover, ordered separately, will not slide providing low installation cost to the end user 
when installed on duct base 


@ Flush cover design holds more wires than tradition- 
al duct designs 


Panduct® Type G wide slotted wiring duct features smooth, rounded edges to protect wires and installer’s hands 
from abrasion. Flammability rating of 94V-0. Color: light grey. Order nonslip duct covers separately online or call. 
UL recognized, CSA certified, CE compliant. Duct base sold in packages of four 6’ lengths — Priced per 
foot. Additional sizes, colors, and a full line of accessories are available; go online or call. 
Price per 
Foot 
Mfg. Part No. Width Height Color StockNo. | 1-24 _ 
PVC (Polyvinylchloride), 6 Ft. (1.8M) Lengths — Wiring Duct Base Only 
@ G.5X.5LG6N 17.5mm 15.2mm Grey 19K4185 = 
@ G.75X.75LG6N 23.6mm 20.8mm Grey 19K4186 = 
@ G.75X1LG6N 23.6mm 26.9mm Grey 19K4188 = 
@ G.75X1.5LG6N 23.6mm 39.9mm Grey 19K4187 = 
@ G1X1LG6N 32mm 28.4mm Grey 19K4196 = 
@ G1X1.5LG6N 32mm 41.1mm Grey 19K4195 = 
@ G1X2LG6N 32mm 53.8mm Grey 19K4197 = 
@ G1X3LG6N 32mm 79.2mm Grey 19K4198 = 
@ G1.5X1LG6N 44.5mm 28.4mm Grey 19K4191 5.54 
@ G1.5X1.5LG6N 44.5mm 41.4mm Grey 19K4190 = 
@ G1.5X2LG6N 44.5mm 53.8mm Grey 19K4192 = 
@ G1.5X3LG6N 44.5mm 79.2mm Grey 19K4193 = 
@ G2X1.5LG6N 57.2mm 44.1mm Grey 19K4200 = 
@ G2X2LG6N 57.2mm 53.8mm Grey 19K4201 = 
@ G2X3LG6N 57.2mm 79.2mm Grey 19K4202 = 
@ G2X4LG6N 57.2mm 104.1mm Grey 19K4203 = 
@ G3X1LG6N 82.6mm 28.4mm Grey 19K4204 = 
@ G3X2LG6N 82.6mm 53.8mm Grey 19K4205 = 
> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


PANDUCT TYPE G — WIDE SLOTTED WIRING DUCT (CONT.) 


Price per 
Foot 
Mfg. Part No. Width Height Color Stock No. 1-24+ 
PVC (Polyvinylchloride), 6 Ft. (1.8M) Lengths — Wiring Duct Base Only 
@ G3X3LG6N 82.6mm 79.2mm Grey 19K4206 — 
@ G3X4LG6N 82.6mm 104.1mm Grey 19K4207 = 
@ G4X4LG6N 108mm 104.1mm Grey 19K4210 = 
PIM_13161 


NONSLIP COVERS FOR PANDUCT® TYPES F AND G 
WIRING DUCT 


Flush cover design 

Non-slip liner prevents cover slide 
Easy snap-on installation and 
removal 

Lead-free PVC construction 
Flammability rated UL94V-0 

UL recognized, CSA certified, CE 
compliant 


Panouit 
&Birm : 
Compliant 
Available 
WE 
Type C covers for use with Panduct® 


= CE 
wiring duct protect wires, improve 


aesthetics and provides greater wire capacity. The nonslip design snaps onto the duct base to conceal the 
wiring. Easy cover removal makes changes to wiring quick and simple. Constructed of lead-free PVC. Color: 
light grey. Additional sizes and colors are available; go online or call. Order wiring duct base separately; go 
online or call. NOTE: Covers sold individually and in packs of four 6-ft. (1.8m) lengths — Priced per foot. 


Individual Cover — 6-Ft. (1.8M) Long 


Price per 
Foot 
Mfg. Part No. Type Length | Width | Height | StockNo. | 1-2+ 
Grey 
@C.5LG6 Wiring Duct Cover 1.8m 17.5mm 5.8mm 78F641 1.34 
@C.75LG6 Wiring Duct Cover 1.8m 23.8mm 6.1mm 78F690 1.47 
@C1LG6 Wiring Duct Cover 1.8m 31.8mm 8.9mm 98B2836 1.47 
@C1.5LG6 Wiring Duct Cover 1.8m 44.5mm 8.9mm 78F683 1.85 
@ C2LG6 Wiring Duct Cover 1.8m 57.2mm 8.9mm 78F643 2.24 
@ C3LG6 Wiring Duct Cover 1.8m 82.6mm 9.4mm 78F644 3.39 
@ C4LG6 Wiring Duct Cover 1.8m 108mm 9.4mm 78F686 4.10 
White 
@ C1WH6 Wiring Duct Cover 1.8m 31.8mm 8.9mm 96B6402 1.47 
PIM_6491 
Packs of 4 Covers — Each 6-Ft. (1.8M) Long, Total Length of 24-Ft. (7.3M) 
Price per 
Foot 
Mfg. Part No. Type Length | Width | Height | StockNo. | 1+ 

Grey 
@C.5LG6N Wiring Duct Cover 1.8m 17.5mm 5.8mm 19K4316 aS 
@C.75LG6N Wiring Duct Cover 1.8m 23.8mm 6.1mm 19K4317 — 
@ C1LG6N Wiring Duct Cover 1.8m 31.8mm 8.9mm 19K4320 Abra 
@ C1.5LG6N Wiring Duct Cover 1.8m 445mm 8.9mm 19K4318 es 
@ C2LG6N Wiring Duct Cover 1.8m 57.2mm 8.9mm 19K4322 = 
@ C3LG6N Wiring Duct Cover 1.8m 82.6mm 9.4mm 19K4324 aes 
@ C4LG6N Wiring Duct Cover 1.8m 108mm 9.4mm 19K4326 es 
PIM_5526522 


PAN-WAY TYPE LD — HINGED 
COVER SURFACE RACEWAY 


@ Hinged cover design allows cable to be laid-in 
instead of pulled through 

@ Factory-applied adhesive backing speeds 
installation 

© Terminates using surface mount outlet box 
solutions or Mini-Com® surface mount boxes 

Pan-Way® Type LD low-voltage, single-channel 

surface raceway is designed to route, protect and f 

conceal data, voice and video cabling. Features 

a one-piece hinged cover design. Suited for low- 

voltage cabling (under 48V) and can be used with the PAN-NET™ networking cabling system for Category 

5 UTP, ScTP, coax and fiber-optic cabling applications. Color: electric ivory. Other colors and sizes available; 

go online or call. Order raceway fittings separately; go online or call. Sold in packages of four 6’ (1.8M) long 

pieces totaling 24’ (7.3M) — Priced per foot 


Panouir 
RoHS 

Geeiinpia 
Available 


Price per 
Foot 
Stock No. 1+ 


Mfg. Part No. Width Height Color 


PVC (Polyvinylchloride), 6 Ft. (1.8M) Lengths 


@ LD3EI6N-A 19.6mm 11.7mm 19K4338 2 
@ LDSEIGN-A 25.8mm 14.8mm 78H3415 a 
PIM_13447 


1.800.463.9275 © newark.com 


CABLE MANAGEMENT 


Compliant 
Available 


PanelMaxi Noise Shield 
with Bonding Clips 


Noise Shield Installed Inside Duct 


Bonding Clip and Cable Tie Slots 
Integrated into Shield 


© Metal noise barrier installs easily inside wiring duct 
— choice of three height 

@ Reduces EMI noise coupling between noise 
emitting and sensitive cabling 

@ Provides up to 20dB noise reduction (equivalent up 
to 6” of air spacing) ® Horizontal cable tie slots allow cable bundles to be 

© Bonding clips maintain electrical continuity and held in place using cable ties 


Panduct® PanelMax™ noise shield separates motor drive cable and sensitive communication/signal cable 
within industrial control panels to reduce electromagnetic interference (EMI) while saving valuable space. 
Designed to install easily within Panduit® 2”, 3”, or 4” High wiring duct or when mounted directly to metal panel 
surface, delivering greater design flexibility to satisfy a wide range of applications. Zinc-plated steel surface 
in contact areas with sub-panel and bonding clip provides continuity and is corrosion resistant. Durable black 
powder coated vertical surface for smooth edges. Meets UL 508/508A requirements as a barrier between 
conductors. Each kit includes two 3-foot noise shield sections, bonding clips, and anti-oxidizing paste. 


reliable system performance 

© Perforated and pre-scored sections speed installa- 
tion — just snap off to easily cut to length 

® Vertical wall slots allow wires to cross the barrier 
providing greater design flexibility 


Price Each 

Contents Stock No. 1+ 

Two 2” High x 3-Ft. Long PanelMax Noise Shield Sections, Bonding | 3472834 114.33 

Clips and Anti-Oxidizing Paste 

Two 3” High x 3-Ft. Long PanelMax Noise Shield Sections, Bonding | 84R8445 

Clips and Anti-Oxidizing Paste 

Two 4” High x 3-Ft. Long PanelMax Noise Shield Sections, Bonding | 3412837 
Clips and Anti-Oxidizing Paste 


Mfg. Part No. 
@ SD2EMI 


@ SD3EMI 125.70 


@ SD4EMI 142.04 


PIM_194882 


Panouit’ 
Simm ; 
Compliant 
Available 
cds 


PANDUCT® PANELMAX™ DIN RAIL WIRING DUCT 


PanelMaxi DIN Rail Wiring Duct 
(Shown in Application with 
DIN Rail and Components — not included) 
® Space-saving design allows for 30%+ smaller ® Slotted platform and sidewalls provide optimal wire 
enclosure footprint management and aesthetics 
@ DIN rail and DIN component compatible —includ- | @ Channel pass through slots shorten the wiring path 
ing 35 or 15mm rails between components on the same DIN rail 
@ Integrated DIN rail fastening slots for up to 50% ® Lead-free PVC construction meets UL94 flamma- 
faster duct and rail installation and reduced labor bility rating 
costs @ UL recognized, CE compliant 
@ Hinged and flexible cover remains attached for © Duct sold in packages of 6’ (1.8m) lengths — 
easier maintenance and upgrades Priced per foot 
Panduct® PanelMax™ DIN rail wiring duct is an innovative wire management solution that maximizes space 
utilization within industrial enclosures for flexibility in panel layout and reduced material and installation costs. 
The unique design raises components from the panel surface for easier access and faster terminations. DIN 
rail wiring duct is compatible with common DIN rail and DIN mount components to satisfy a wide range of 
applications. Three DIN rail wiring duct sizes accommodate user supplied DIN rail and a variety of DIN mount 
components for application flexibility. Comes complete with dual-channel wiring duct base, covers and DIN rail 
fasteners. Replacement parts and accessories ordered separately below. Color: light grey. Also available in 
white; go online or call. 


PanelMax™ DIN Rail Duct — (Incl. Dual-Channel Base, Cover and DIN Rail Fasteners) 


Price per 
Foot 
Mfg. Part No. Width Height Color Stock No. 1-11+ 
PVC (Polyvinylchloride), Sold in Package of One 6’ (1.8m) Length — Priced Per Foot 
@ DRD22LG6 159mm 50.8mm Grey 1774946 23.02 
@ DRD33LG6 185mm 76.2mm Grey 08R2541 34.95 
@ DRD44LG6 210mm 102mm Grey 26R1826 45.57 
Wire Retainers 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-2+ 
@ DRDWR4-X 4" (102mm) Wire Retainer PanelMax DIN Rail Duct 1774945 5.92 
@ DRDWR2-X 2" (50.8mm) Wire Retainer PanelMax DIN Rail Duct 7270013 3.65 
PIM_166564 
PanelMax™ DIN Rail Replacement Duct Cover 
Price per 
Foot 
Mfg. Part No. Type Length | Width | Stock No. 1+ 
Grey, Sold in Package of One 6’ (1.8m) Length — Priced Per Foot 
@DRDC2LG6 | 2” (50.8mm) Replacement Duct Cover | 1.8m | 50.8mm | 75R7875 “= 
PIM_5510994 
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CABLE MANAGEMENT @ Indicates RoHS Compliant 4] Find Datasheets Online 


RACEWA' 


WIRING DUCT INSTALLATION TOOLS PaNDUIT ECLIPSE PN03, PN05 AND PN10 SERIES NONMETALLIC RACEWAY 
SYSTEMS (CONT.) 
@ Single compartment low-profile raceway system for access to wiring 
power or communications wiring ® Adhesive backing allow base to be pressed onto 
® |deal for use in classrooms, offices, and hotel surface forfast installation 
applications © Full compliment of fittings, ordered separately 
® Durable PVC is lightweight and easy to handle below 
© Durable, flexible, co-extruded hinge allows for © UL listed 
DNT-100 DFCT repeated openings and closings © Raceway sold in cartons of four 8’ (2.44m) 
@ Snap-on latching cover provides security with lengths for a total of 32’ (9.75m); Priced per foot 
eee ' Raceway 
Mfg. part no. DNT-100 notches types F, G and H wiring duct down to base and scoreline for “T” and corner 3 
junctions. Spring-action handle allows one-hand operation. Price per 
Mfg. part no. DCT is a duct cutting tool for all types of wiring duct and covers. |__Foot 
Mfg. part no. DFCT is a duct finger cutting tool for removing duct fingers from existing installations. All steel Mfg. Part No. Width Height Color Stock No. 1-31+ 
construction. PVC (Polyvinylchloride), Eclipse PN03, PNO5, and PN10 Series Raceway 
Price Each PNO3LO8V 20.6mm 12.7mm Ivory 07J8010 2.63 
Mfg. Part No. Description Stock No. 1+ PNOSLO8V 29mm 15.9mm Ivory 07J8019 5.37 
DCT Wiring Duct Cutting Tool 92F483 183.68 PN10L08V 43mm 20.6mm Ivory 07J8029 6.35 
DFCT Wiring Duct Finger Cutting Tool 14C8099 156.23 Device and Data Boxes 
DNT-100 Wiring Duct Notching Tool 81F4605 219.24 For Use Price Each 
PIM_13260 Mfg. Part No. Description With Stock No. 1+ 
————$——— a SN —T—_auw_— a _———_—_—_<—< << PSB1V 1-Gang Power Box Eclipse Series Raceway 07/8039 16.12 
ACRYLIC ADHESIVE FOAM TAPE PanbuitT’ PSB2V 2-Gang Device Box Eclipse Series Raceway 0748040 19.77 
PDB2CMV Large Data Box Eclipse Series Raceway 07J8002 19.62 
Gee tinoiat PDBICMV Small Data Box Eclipse Series Raceway | 07J8001 5.70 
Available 


PIM_79411 


Fittings for Eclipse PNO3, PNO5, and PN10 Series Raceway 


Ss . 


Price Each 
Mfg. Part No. Type Length Stock No. 1+ 
Ivory, PNO3 Series Fittings 
——_ PNOSF11V 90° Flat Elbow 68mm 07J8005 3.21 
2-sided polyethylene foam tape for mounting duct to control panels without screws. Reduces transmission of PNO3F20V Blank End Fitting 17.smm 0748009 3.93 
vibration, joins uneven surfaces, cushions gaskets, and attaches a variety of materials. Recommended for high PNO3FO6V Cover Clip 25mm 07/8004 3.07 
temperature (180°F) and UV light applications. UL recognized. 72 yard length. “PNOSE18V..~—=«|~St«éixtermalElbow =——=*«Y:S<(tsé«i mm ~—=~™tsé=<CS~«t8008s—‘“($MS:*é‘«‘* SS 
Price Each PNO3F17V Internal Elbow 54mm 07J8007 3.60 
Mfg. Part No. Color Length Width Stock No. 1-9+ —PNosetsv. | Tee Fitting —~SO*dYSCOC mm | ovuso0e ~—«d|~S77 
Foam Ivory, PNOS Series Fittings 
@ P32W2A2-50-72 White T2yard 0.5” 89F1384 123.26 PNOSF11V 90° Flat Elbow 75mm 07/8013 350 
@ P32W2A2-75-72 White 72yard 0.75" 89F1385 164.10 PNOSE20V Blank End Fitting 47.5mm 0748017 2.85 
@ P32W2A2-100-72 White T2yard AP 44F1478 202.74 PNOSFO6V Cover Clip 25mm 078012 2.33 
PIM_6494 PNO5F86V Drop Ceiling Connector 111mm 07/8018 9.08 
——————— SS PNOSF18V External Elbow 41mm 07J8016 2.67 
NYLON RIVETS AND INSTALLATION TOOL PANDUIT PNOSF17V Internal Elbow 54mm 0758015 3.49 
PNOSF15V Tee Fitting 121mm 07J8014 4.93 
Gee iimoian Ivory, PN10 Series Fittings 
| pele PNIOFTIV 90° Flat Elbow 4mm 078022 3.39 
1 TNR PN10F20V Blank End Fitting 17.5mm 07J8026 3.70 
P : PN10F06V Cover Clip 25mm 07J8021 6.13 
| PN10F86V Drop Ceiling Connector 111mm 07J8028 6.19 
: PN10F21V Entrance End fitting 98mm 07/8027 9.09 
NR1-C PN10F18V External Elbow 41mm 07J8025 2.91 
Mfg. part no. NR1-C nylon rivets are easily installed in all ducts with mfg. part no.TNR installation tool. “puiorisv | ‘eeFiting | ‘135mm | 0708023 | 5.37 
Installation tool constructed of lightweight aluminum and acetal. Rivets sold in packages of 100. 
pricier PIM_5510991 
Pkg. 
Mfg. Part No. Type Stock No. 1+ FLAT RIBBON CABLE CLAMPS p ce) = POWER 
White, Nylon Rivets — Sold in Packages of 100 © Durable grey PVC ; 
@ NRI-C Nylon Rivet 81F4601 20.43 ° pebeieeaie pone — mounts easily; stays Ses = 
Hand-Held Nylon Rivet Installation Tool @ Height: 9.91mm Available 
For Use Price Each © Sold in packages of 100 
Mfg. Part No. Description With Stock No. 1+ 
TNR Rivet Installation Tool | Panduit NR1 Nylon Rivets and Wiring Duct | 81F4606 240.51 
PIM_6493 
ECLIPSE PN03, PNOS AND PN10 SERIES f yw WIREMOLD- Price per 
NONMETALLIC RACEWAY SYSTEMS iene sen Pkg. 
Z Mfg. Part No. Width Length Color Qty Stock No. 1-9+ 


Adhesive Backed Flat Cable Clamp, PVC (Polyvinylchloride) 


y . : 4 
7 
g - q | y 
~~ } @ FC-15 15mm 10mm Grey 100 24M2009 15.25 
S s , <q @ FC-20 20mm 10mm Grey 100 24M2010 18.30 
» - 4 

? @ FC-25 25mm 10mm Grey 100 24M2011 6.30 

PN10L08V \d 
. oN J PIM_116544 
i | Ry PNOSF11V PNOSF17V PNOSFO6V aaa — SI I 
= = b 
“Yy p J (Or 


PDB1CMV 


> CONTINUED > 


642 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


CABLE MANAGEMENT 


WIRE & CABLE ACCESSORIES 


SELF-ADHESIVE ALUMINUM CABLE RoHS. 7 
CLAMPSICLIPS compan DrO-POWER 


ALACA 


ALACO 


ALACH 
@ Fast, easy installation 

© Durable aluminum construction 

® Self-adhesive polyethylene foam pad base with 
Self-adhesive aluminum cable clamps/clips are quick and easy to apply. To fix, remove liner from adhesive 
backing and position into place; insert cable and bend over aluminum tabs to secure. Cable clip buckle is easily 


acrylic adhesive 
© Operating temperature range: -10°C to +90°C 


formed and cinched for a perfect fit. All feature a natural aluminum finish except mfg. part no. ALACH-01 cable 
clip hook which has a white gloss coating. Sold in package quantities listed in table below. 
Price per 
Pkg. 
Mfg. Part No. Width Length Color Qty Stock No. 1-9+ 
Adhesive Backed Cable Clamp, Aluminium 
@ ALACO-01-L10 10.6mm 160mm Natural 250 35R0537 40.83 
@ ALACO-02-L10 17.2mm 190mm Natural 250 35R0538 65.61 
Adhesive Backed Cable Clip Hook, Aluminium 
@ ALACH-01 25.4mm 69.8mm White 100 35R0536 68.57 
Adhesive Backed Flat Cable Clamp, Aluminium 
@ ALACA-01 12.9mm 9.8mm Natural 100 35R0527 32.29 
@ ALACA-03 25.6mm 9.8mm Natural 100 35R0529 0.33 
@ ALACA-04 33mm 9.8mm Natural 100 35R0530 36.01 
PIM_102908 
CUSHIONED CABLE CLAMPS 


DrO-POWER 

Gein . 
Compliant 
Available 


Cushioned clamps are used in many industries 
to route and protect tubes, pipes, wire bundles 
and cables. Neoprene is a general usage cushion 
with excellent weather and ozone resistance and 
medium oil resistance. Temperature range: -40°F to 
+250°F. Silicone rubber can be used in applications 
requiring moderate temperature silicone elastomer. 
It has superior ozone and weather resistance and an 
operating temperature of -65°F to +450°F. Mounting 
hole diameter 5.182mm. Sold in packages of 100. 


SPC11145 
Price per 
Internal Pkg. 
Mfg. Part No. Diameter Width Color Qty Stock No. 1-9+ 
Screw Mount Cable Clamp, Stainless Steel, Silicone Rubber Cushion 
@ SPC11144 6.35mm 12.7mm Red 100 3401947 296.97 
@SPC11145 7.951mm 12.7mm Red 100 3401948 N92 siz 
@ SPC11146 9.525mm 12.7mm Red 100 3401949 177.14 
@ SPC11147 11.14mm 12.7mm Red 100 3401950 155.16 
@ SPC11148 12.7mm 12.7mm Red 100 3401951 67.28 
@ SPC11149 15.875mm 12.7mm Red 100 3401952 176.71 
@ SPC11150 19.05mm 12.7mm Red 100 3401953 175.68 
@ SPC11151 25.4mm 12.7mm Red 100 3401954 245.67 
Screw Mount Cable Clamp, Steel, (Galvanized), Neoprene Cushion 
@ SPC11152 7.951mm 12.7mm Black 100 3401955 31.72 
@ SPC11153 9.525mm 12.7mm Black 100 3401956 120.68 
@ SPC11154 11.14mm 12.7mm Black 100 3401957 31.18 
@ SPC11155 12.7mm 12.7mm Black 100 3401958 124.99 
@ SPC11156 15.875mm 12.7mm Black 100 3401959 146.54 
@ SPC11157 19.05mm 12.7mm Black 100 3401960 142.23 
@ SPC11158 25.4mm 12.7mm Black 100 3401961 153.72 
PIM_6435 


FLAT RIBBON CABLE MOUNTS AND 
CLIPS 


Available 


Geaeinpian Pro-POWER 


~*~ 


LFCC-5 A 


8408-x 


CFCC-x 
© Mfg. part no. LFCC-5 loop clip simply holds 
multiple flat ribbon cables together 
© Sold in packages of 100 


@ Ideal for securing single or multiple layers of flat 
ribbon cable 

© Mfg. part nos. CFCC-x C clip and 8408 feature 
aggressive foam tape adhesive for securement 
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FLAT RIBBON CABLE MOUNTS AND CLIPS (CONT.) 


Price per 
Pkg. 
Mfg. Part No. Width Length Color Qty StockNo. | 1-9+ _ 
Adhesive Backed Flat Cable Clamp, Nylon 6.6 (Polyamide 6.6) 
@ 8408-0412 18.5mm 44.8mm Natural 100 16N975 = 
@ 8408-0413 18.8mm 78.3mm Natural 100 16N976 = 
Adhesive Backed Flat Cable Clamp, PPO (Polyphenylene Oxide), PS (Polystyrene) 
@ CFCC-1 25.4mm 14.3mm White 100 23N3681 -— 
@ CFCC-2 25.4mm 27mm White 100 23N3682 5 
Flat Cable Clamp, Nylon 6.6 (Polyamide 6.6) 
@LFCC-5 6.4mm 76.2mm Natural 100 81N2610 -- 
PIM_6432 


SCREW-MOUNT CABLE CLAMP P CLIPS 


© Contructed of durable nylon 6/6 

@ Mounts easily with #8 screw 

@ Height: 4.4mm except mfg. part nos. NCC-10, -12, -16 
which are 5.2mm 

© Temperature range -40°F to +185°FI 

© Sold in packages of 100 


DrO-POWER 
COs 


Price per 
Internal Pkg. 

Mfg. Part No. Diameter Width Length Color Qty Stock No. 1-9+ 
Screw Mount Cable Clamp, Nylon 6.6 (Polyamide 6.6) 
@ NCC-10 15.9mm 12.7mm | 21.5mm | Natural 100 32N1292 — 
@ NCC-12 19.1mm 12.7mm | 19.4mm | Natural 100 32N1294 — 
@ NCC-16 25.4mm 12.7mm | 28.6mm | Natural 100 32N1296 21.86 
@ NCC-2 3.2mm 9.5mm 13.9mm | Natura 100 32N1284 1.53 
@ NCC-3 4.8mm 9.5mm 15.5mm Natural 100 32N1285 = 
@ NCC-4 6.4mm 9.5mm 16.3mm Natural 100 32N1286 = 
@ NCC-5 7.9mm 9.5mm 17.1mm | Natura 100 32N1287 = 
@NCC-6 9.5mm 9.5mm 17.9mm Natural 100 32N1288 15.40 
@ NCC-8 12.7mm 9.5mm 19.9mm Natural 100 32N1290 — 
PIM_6430 

- Re 

ene CABLE CLIPS aa DrO-POWER 


Available 


ALC ; 


ACC. AUC 8408 


For securing cable, cords, tubing, hose, etc. AUC, ACC and ALC series clips and clamps are constructed of 
durable, grey PVC. 8408 series is made from natural-colored nylon. All versions feature an aggressive adhesive 
backing that easily mounts to any clean, regular surface. Sold in packages of 100. 


Price per 
Internal Pkg. 


Mfg. Part No. Diameter Width Length Color Qty Stock No. 1-9+ 
Adhesive Backed Cable Clamp, PVC (Polyvinylchloride), — C-Clamp 
@ ACC-1 3.2mm 19.1mm 19.1mm Grey 100 16N1054 or 
@ ACC-2 6.4mm 19.1mm 19.1mm Grey 100 16N1055 = 
@ACC-3 9.5mm 19.1mm 19.1mm Grey 100 16N1056 — 
@ACC-4 12.7mm 25.4mm | 25.4mm Grey 100 16N1057 = 


Adhesive Backed Cable Clamp, PVC (Polyvinylchloride), — Locking Style 


@ALC-2 6.4mm 19.1mm 19.1mm Grey 100 32N689 — 
@ ALC-4 12.7mm 25.4mm 25.4mm Grey 100 32N684 - 
@ALC-6 19.1mm 25.4mm 25.4mm Grey 100 32N682 -— 
Adhesive Backed Cable Clamp, PVC (Polyvinylchloride), — U-Clamp 
@ AUC-1 3.2mm 19.1mm 19.1mm Grey 100 16N1049 12.45 
@ AUC-2 6.4mm 19.1mm 19.1mm Grey 100 16N1050 es 
@ AUC-3 9.5mm 19.1mm 19.1mm Grey 100 16N1051 = 
@ AUC-4 12.7mm 25.4mm 25.4mm Grey 100 16N1052 _ 
Adjustable Releasable Cable Clamp, Nylon 6.6 (Polyamide 6.6) 
@ 8408-0402 10.3mm 25.4mm 19.1mm Natural 100 16N965 — 
@ 8408-0403 14.3mm 19.1mm 31.8mm Natural 100 16N966 — 
@ 8408-0404 19.1mm 19.1mm | 38.1mm | Natural 100 16N967 eae 
@ 8408-0405 25.4mm 25.4mm 50.8mm Natural 100 16N968 nial 
PIM_6440 
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CABLE MANAGEMENT 


WIRE & CABLE ACCESSORIES 


NYLON WIRE HARNESS CLIPS 


© Constructed of durable nylon 

@ Easily facilitates the bundling of wire and cable 

@ Wires snap in and out of clip with no need to 
unfasten screw 

© Mounts easily with #10 screw 

© Sold in packages of 100 


Pro-POWER 


7 RoHS _ 
4 Compliant 
- Available 


Price per 
Internal Pkg. 
Mfg. Part No. Diameter Width Length Color Qty Stock No. 1-9+ 
Screw Mount Cable Clamp, Nylon 6.6 (Polyamide 6.6) 
@ 2601 19.1mm 12.7mm | 32.5mm | Natural 100 92N4816 -— 
@ 2602 25.4mm 12.7mm | 38.9mm | Natural 100 92N4817 eas 
@ EHC-4 6.4mm 10.2mm | 21.1mm | Natural 100 37N2118 = 
@ EHC-8 12.7mm 10.2mm | 29.4mm Natural 100 37N2119 — 
PIM_6433 
CABLE MOUNTS FOR USE ‘ RoHS ‘ 
WITHOUT CABLE TIES W Ge iirpian PANDUIT 


—= 


@ Indicates ROHS Compliant 


4] Find Datasheets Online 


Osan 
Available 
AW 


~ Le 
>~s © Mfg. part nos. LWC-A, LWC-H Latching Wire © Mfg. part no. FCM Latching Flat Cable Mount for a 
J Clips feature releasable latch, routes and secures maximum stack height of 4.3mm; releasable latch; 
ss cable; rubber adhesive backed or push barb mount rubber adhesive backed 
ACC . Sua JS for panel thickness 2.7mm max., 6.35mm hole © Mfg. part no. LPFCM Low-Profile Flat Cable 
vec ANC © Mfg. part no. BECP Beveled Entry Clip allows Mount offers cable containment and identification 
easy insertion of cable bundles; push barb mount for stack heights up to 2.7mm; rubber adhesive 
for panel thickness 1.9mm max., 6.35mm hole backed or screw applied 3.5mm dia. 
a= © Mfg. part no. FCC Low-Profile Flat Cable Clip © Mfg. part no. LC Latching Clip retains and sup- 
| . _—= aA ay holds any width flat cable for a maximum stack ports wire, cable; locks to withstanding vibration; 
AIC a | height of 4.3mm; rubber adhesive backed rubber adhesive backed 
\ CCH, CCS UL recognized. Sold in package quantities indicated in table below. 
Price per 
MACC PMEE Internal Pkg. 
© Mfg. part no. ARC.68 Clincher™ Adjustable © Mfg. part no. MACC Zinc-plated Steel Cord Mfg. Part No. Diameter | Width Length | Color | Qty | Stock No. 1+ 
Releasable Clamp provides a fast, convenient Clip opens/closes without damage to clip; rubber Adhesive Backed Cable Clamp, Nylon 6.6 (Polyamide 6.6) 
method of securing cable, wire bundles; rubber adhesive backed 
adhesive backed © Mfg. part no. AJC Low-Profile “J” Clip designed @ LWC100-A-L 25.4mm 5somm 56.imm Natural 50 91F7318 167.29 
@ Mfg. part no. ACC Cord Clip holds cords, tubing, for easy cord, cable, or tubing insertion and secure @ LWC25-A-C 6.4mm 25.4mm | 22.2mm | Natural | 100 | 95F5101 68.25 
cable or wire bundles; cords snap easily in or out; performance; rubber adhesive backed @ LWC38A-C 9.5mm 25.4mm | 25.4mm | Natural | 100 | 95F5103 74.49 
rubber adhesive backed @ Mfg. part no. PMCC Push Barb Cord Clip 
© Mfg. part no. VCC Vertical Cord Clip with funnel designed for easy cord, cable, or tubing insertion; @ LWCS0-A-L 127mm_| 25.4mm 32mm Natural | 50 9555105, 70.23 
entry for easy insertion of cord/cable; rubber wing design adds stability; for panels up to 2.7mm @ LWC75-A-L 19.1mm | 31.5mm | 37.6mm | Natural | 50 91F7317 169.51 
. ooh . Cea tetas . i oa a Kesenttmdese Adhesive Backed Cable Clamp, PVC (Polyvinylchloride) 
ig. part no. ow-Profile Cord Clip for easy ig. part nos. f ixed Diameter 
cord, cable, or tubing insertion; acrylic adhesive Clamp; CCS #8 screw applied; CCH #10 screw @LC10-A-L8 23.6mm 25.4mm 37.9mm Grey 50 94F3098 49.97 
backed applied for heavy-duty applications @ LC3-A-C8 5mm 19mm 19.1mm Grey 100 | 84F1435 45.44 
UL recognized. Sold in package quantities indicated in table below. @LC5-A-C8 9.1mm 25.4mm | 25.7mm Grey 100 | 94F3099 57.41 
Price per Adhesive Backed Flat Cable Clamp, Nylon 6.6 (Polyamide 6.6) 
Internal Pkg. @ FCM1.2-A-C14 34.8mm 80.3mm Grey 100 84F1417 139.32 
Mfg. Part No. Diameter Width Length Color Qty | Stock No. 1+ @ FCM1-A-C14. 26.7mm | 73.7mm Grey 100 | 81F4611 136.14 
Adhesive Backed Cable Clamp, Nylon 6.6 (Polyamide 6.6) @ FCM2-A-C14 56.4mm | 128.5mm | Grey | 100 | 78F628 147.86 
@ACC19-A-C 4.8mm 16mm 19mm | Natural | 100 94F1495 74.12 @ FCM2-A-T14 564mm | 128.5mm | Grey | 200 | s9F19%6 292.20 
@ ACC38-A-C 9.7mm 25.4mm | 25.4mm | Natural | 100 76F868 80.84 @ FCM3.25-A-L14 859mm | 1854mm | Grey 50 89F4458 107.68 
SACeEnM S7mm | 264mm _| 264mm | Natural | 1000 [SmHST2i Miss HZ2 © FCMB.25-A-T14 ~ | 859mm | 1854mm | Grey | 200 | 89F1904 | 383.47 
@ACCEZAC 15.7mm_| 286mm | 314mm | Natural | 100 |RSSROGASIEIOss Adhesive Backed Flat Cable Clamp, PVC (Polyvinylchloride) 
@ VCC25-A-C 6.4mm 12.7mm | 25.4mm | Natural | 100 95F5111 55.97 @ FCC5-A-C8 14.2mm | 254mm Grey | 100 | 89F2517 44.91 
Adhesive Backed Cable Clamp, PVC (Polyvinylchloride) @ FCC-A-C8 277mm | 25.4mm | Grey | 100 | 84F4613 51.89 
@ AJC12-A-C 3.3mm 21.8mm | 25.4mm | Grey 100 89F2516 37.38 @ FCC-A-D8 7 277mm | 254mm Grey | 500 | 89F19%4 200.97 
@AIC25-A-C 5.8mm__ | 24.6mm_| 381mm | Grey | 100 | 94F1496 42.69 Push Mount Cable Clamp, Nylon 6.6 (Polyamide 6.6) 
@AMC2S-AT-C10_| 71mm | 20.02mm | 264mm | White | 100 | 84F1434 | 43.90 @ BECP75H25-L 19.5mm | 18.5mm | 37.3mm | Natural | 50 | 84F1964 | 69.52 
Adhesive Backed Cable Clamp, Steel @ LWC38-H25-C 9.5mm | 14.7mm | 23.9mm | Natural | 100 | 914F7321 65.52 
@ MACC25-A-C 6.4mm 13.7mm 19.6mm | Natural 100 84F1436 47.15 Screw Mount Flat Cable Clamp, Nylon 6.6 (Polyamide 6.6) 
@MACCERAC | 157mm | 197mm _| 30mm | Natural | 100 _|iRSARIISIA IBEIOS © LPFCM14-A-C14 127mm | 65mm | Grey | 100 | 84F1427 | 122.08 
Adjustable Releasable Cable Clamp, PP (Polypropylene) @ LPFCM22-A-C14 127mm | 841mm | Grey | 100 | 84F1428 | 125.60 
@ ARC.68-A-C14 71.3mm 25.4mm 25.4mm Grey 100 76F869 92.93 @ LPFCM34-A-C14 42.7mm | 115.8mm Grey 100 84F1429 430.14 
@ ARC.68-A-Q14 173mm | 254mm | 254mm |_ Grey 25 89F2515 50.22 PIM 13738 
Push Mount Cable Clamp, Nylon 6.6 (Polyamide 6.6) _ 
@ PMCC38H25-C 9.6mm 12.7mm 12.7mm_ | Natural 100 84F1408 65.34 
Screw Mount Cable Clamp, Nylon 6.6 (Polyamide 6.6) HARNESS BOARD ACCESSORIES PanNDUIT 
@ CCH25-S10-C 6.3mm 12.7mm | 11.7mm | Natural | 100 89F4460 29.56 
@ CCH38-S10-C 9.5mm 12.7mm | 13.5mm | Natural | 100 84F1415 33.35 1 
@ CCH50-S10-C 12.7mm 12.7mm 15mm Natural 100 89F4461 33.08 
@ CCH75-S10-C 19.1mm 12.7mm | 19.8mm | Natural | 100 84F1416 = 
@ CCS12-S8-C 3.1mm 9.4mm 8.4mm Natural 100 89F4459 22.58 ‘ 
@ CCS19-S8-C 4.8mm 9.4mm 10.9mm |} Natural 100 84F1414 21.59 
@ CCS25S8-C 6.3mm 9.4mm 10.4mm | Natural | 100 | 97B0460 23.45 
PIM_6423 
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CABLE MANAGEMENT 


WIRE & CABLE ACCESSORIES 


HARNESS BOARD ACCESSORIES (CONT.) STD SERIES SCOTCHCODE™ WIRE MARKER TAPE AND DISPENSER 
@ Cable bundles are formed as individual wires are © Color: Black base; Mfg. part nos. RER have (CONT.) 
inserted ' white arm © Compact, refillable 10-roll tape dispenser filled with @ Polyester film tape with acrylic pressure-sensitive 
© Completed bundles can be easily removed @ Mounts with two #6 (M3) screws numbered or color-code Scotchcode™ tape adhesive backing 
© Mfg. part nos. ER — two sizes for 12.7mm (0.5") _—_@ For fast routing and forming of wires in harness © Great for marking wire, cable, tubing, terminal © Tape rolls are 5.46mm (0.215”) wide, 2.44m (8 
and 31.8mm (1.25”) bundles fabrication blocks and panels ft) long 
© Mfg, part nos. RER— three sizes for 12.7mm © Holds wires off the harness board at a uniform © User can pull-out and tear-off the exact amount of | @ Dispenser has special end loop for hooking on to a 
(0.5"), 19mm (0.75"), and 31.8mm (1.25") bundles; height : tape needed from the dispenser belt or tool pouch 
replaceable elastic band @ Easy application of cable ties i : : 
© Constructed from nylon 6.6 © Sold in package quantities listed below Mfg. part no. STD-0-9 dispenser filled with pre-printed numbered tape, one roll each of numbers 0 through 9 
- consecutive, one number per roll. Six characters per inch of tape. Mfg. part no. STD-C dispenser filled with 
Price per color-coding tape, one roll each in the following colors: black, blue, brown, grey, green, orange, red, violet, white 
Internal Pkg. and yellow. Order mfg. part no. STD empty tape dispenser separately below. Order replacement rolls of SDR 
Mfg. Part No. Diameter Width Length Qty Stock No. 1-2+ series Scotchcode™ wire marker tape separately go online or call. 
ER Type — Elastic Retainers Tape Dispenser with 10-Rolls of Wire Marker Tape 
ER.5-E4-X 12.7mm 14.2mm 49.8mm 10 0100809 — Legend Marker Price Each 
ER1.25-E4-X 31.8mm 24.14mm 73.7mm 1 88F3055 20.69 Mfg. Part No. | Legend | Color Color Size Qty | Stock No. 1-9+ 
RER Type — Replaceable Elastic Retainers PET (Polyester), Dispenser with 10-Rolls of Color-Coded Tape 
RER.5-S6-X 12.7mm 30mm 21.3mm 10 94F3146 92.75 @ STD-C | None ..__| Multiple Colours | 5.46mmx2.44m | _1_ | 44F3233 | 62.26 
RER.75-S6-X 19mm 30mm 28.4mm 10 70B5888 97.00 PET (Polyester), Dispenser with 10-Rolls of Pre-Printed Numbered Tape 
RER1.25-S6-X 31.8mm 30mm 41.7mm 10 94F3147 110.45 @ STD-0-9 | 0,1-9 | Black Black, White | 5.46mmx2.44m| 1 44F3232 76.49 
PIM_60870 Empty Wire Marker Tape Dispenser 
ee sss ES For Use Price Each 
Mfg. Part No. Type With Stock No.|  1-1-4+ 
NYLON MARKING PLATE eee $e EE eee. 
: DUIT’ @STD Wire Marker Tape Dispenser | 3M SDR Series Wire Marker Tapes | 95F6311 25.89 
(Empty — Tape Not Included) 


Gopi : 
ompliant 
Available PML 6420 


SDR SERIES SCOTCHCODE™ WIRE MARKER TAPE REFILLS 
FOR STD SERIES WIRE MARKER TAPE DISPENSER 


@ Used with miniature, intermediate and standard tag, or flag 
size nylon cable ties @ Easy to mark with Panduit marking pens; ordererd 
@ Ideal for permanent or temporary identification separately 
© Can be positioned vertical or horizontal as awrap, @ Sold in packages of 100 and 1000 
Price per 
Marker | _Pkg. 
Mfg. Part No. Legend Color Size Qty Stock No. 1+ eoeue 
Nylon (Polyamide) 
@ MP175-C ae White 19.1mm x 44.5mm 100 94F2796 93.52 eins 
@ MP-200-C a White 19.1mm x 50.8mm 100 94F3108 82.51 Available in: © Great for marking wire, cable, RoHS 
@ MP-250M Be White 19.1mm x 63.5mm_ | 1000 94F2797 734.33  10-Roll Packs — consecutive 0-9 numbers or tubing, terminal blocks and panels Geptinpian 
@MPISUC Ban male fe. dTomix 6: Ima 100 MB IBTy see e ee ie rolls — numbers, letters and i, Ratna s hia . a ane 
@ MP250-C Blank | White [| 19.1mmx63.5mm | 100 | 94F3109 99.08 alors Welediiable balow crores oe Maa 
@ MP350-C Blank White 19.1mm x 88.9mm 100 98F029 105.26 Features: © Tape rolls are 5.46mm (0.215") wide, 2.44m (8 
PIM 6426 © Polyester film tape with acrylic pressure-sensitive ft.) long 
= adhesive backing 
Legend Marker Price Each 
SELF-LAMINATING FIBER-OPTIC CABLE MARKER (PAN BUIT Mfg. Part No. | Legend | Color Color Size Qty | Stock No. 1-9+ 
WRITE-ON TAG —— , PET (Polyester), 10-Roll Pack Color-Coding Tape — One Roll of Each Color Listed Below 
e Durable iid vy! for marking fer optic cable GeRiinpan esorRMc |. | Multiple Colours | 5.46mmx2.44m] 10 | 61M4639 | 63.28 
© Clear overlaminate protects legend and Available PET (Polyester), 10-Roll Pack Pre-Printed Numbered Tape — 0 thru 9, One Number Per Roll 
Ade linen ae e@spr-0-9 | 0t09 | Black White 5.46mm x 2.44m | 10 | 462506 | 63.28 
: _ eal satin en ore) awrap, PET (Polyester), Color-Coding Tape — Single Rolls 
tag, or flag @ SDR-BK - ass Black 5.46mm x2.44m] 1 | 4473244 7.08 
) Installs easily with Panduit® cable ties; ordered separately @ SDR-BL as " Blue 546mm x2.44m| 1 44F3245 6.80 
; eatin eee provided using Panduit marking pens; ordered separately @ SDRBN 7 = Brown 6 46mmx244m) 4 7AF3246 a0 
Pricelper @ SDR-GN mA a Green 5.46mm x 2.44m 4 44F3247 6.80 
Legend | Marker Pkg. @ SDR-GY \ es Grey 5.46mm x 2.44m | 1 | 44F3248 7.08 
Mfg. Part No. Legend Color | Color Size Qty | Stock No. 4+ @ SDR-OR te i Orange 5.46mm x 2.44m | 1 | 44F3249 7.08 
Vinyl @ SDR-RD aes ins Red 5.46mm x 2.44m | 1 | 44F3250 7.08 
@PST-FO | CAUTION FIBER} Black | Yellow | 50.8mm x 88.9mm]| 5 | 77R3017] 14.85 @ SDR-VL wis iss Violet 5.46mm x 2.44m | 1 44F3251 7.08 
Seen TYPE @ SDR-WH = a White 5.46mmx2.44m[ 1 | 95F9665 | 7.39 
Pi 78107 @ SDR-YL ois ais Yellow 5.46mmx2.44m | 1 | 95F9666 6.80 
i PET (Polyester), Pre-Printed Letter Tape — Single Rolls 
@SDR-A A Black White §.46mm x 2.44m | 1 95C2336 6.80 
STD SERIES SCOTCHCODE™ WIRE MARKER TAPE AND avi @SDRB B Black White 5d4ommx244m| 1 | 9502337 6.80 
DISPENSER @ SDR-C Cc Black White 5.46mmx2.44m| 1 | 9502338 6.80 
Getinp fen PET (Polyester), Pre-Printed Numbered Tape — Single Rolls 
B23 Available @ SDR-0 0 Black White 5.46mmx2.44m| 1 | 44F3234 7.39 
Eig / NIN @ SDR-1 1 Black White 5.46mm x2.44m | 1 | 44F3235 7.39 
7: @SDR2 2 | Black White | 540mmx244m| 1 | 44F3236 | 7.39 
@ SDR-3 3 Black White 5.46mm x2.44m | 1 | 44F3237 7.39 
STD-0-9 @ SDR-4 4 Black White §.46mm x 2.44m | 1 44F3238 7.39 
@SDR-5 5 Black White 5.46mm x 2.44m | 1 | 44F3239 6.70 
@ SDR-6 6 Black White 5.46mm x2.44m} 1 | 4473240 6.70 
@SDR-7 i Black White 5.46mm x2.44m | 1 | 4473244 6.70 
@ SDR-8 8 Black White 5.46mmx2.44m| 1 | 44F3242 6.70 
@ SDR-9 9 Black White 5.46mmx2.44m | 1 | 44F3243 7.39 
PIM_6421 
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CABLE MANAGEMENT 


WIRE IDENTIFICATION & MARKING SYSTEMS 


SCOTCHCODE™ WRITE-ON WIRE MARKER TAPE DISPENSERS 
WITH MARKING PENS 
RoHS 
Geptinpian 
Available 


SWD, SLW 
Mfg. Part no. SWD Includes: Mfg. Part No. SLW Includes: 
@ Regular write-on tape dispenser © Large write-on tape dispenser 


© Contains 250 die-cut markers on a roll @ 25.4mm x 19.05mm writing area 
© Transparent, pressure-sensitive vinyl tape © Contains 70 die-cut markers on a roll 
© One mfg. part no. SMP-B black ink marking pen © Transparent, pressure-sensitive vinyl tape 
© Order mfg. part no. SLW-R refill tape rolls © One mfg. part no. SMP-B black ink marking pen 
separately below 
Flexible, compact Scotchcode™ write-on tape systems for marking wire and cable are easy to use. Lightweight, 
durable dispenser provides a flat, stable writing surface. Order additional mfg. part no. SMP-B marking pens 
separately; go online or call. 
Marker Price Each 
Mfg. Part No. Color Size Qty Stock No. 1+ 
Vinyl Film, Large Dispenser with Black Ink Marker Pen 
@sLw White 25.4mm x 127mm 1 87F737 76.49 
Vinyl Film, Regular Dispenser with Black Ink Marker Pen 
@SWD White 19.05mm x 34.93mm 1 87F735 69.46 
Refill Roll of Write-On Wire Marker Tape — White 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1+ 
@ SWD-R Wire Marker Refill Roll | 3M ScotchCode Write On Wire Marker] 87F736 = 
SWD Dispenser 
PIM_6418 


SPB SERIES SCOTCHCODE™ PRE-PRINTED WIRE MARKER 
BOOKS 


@ Ideal for marking electrical wires and terminal strips 
to maximum diameter of 0.47” (11.9mm) 

© Also use to mark load centers and alarm systems 

@ Vinyl-impregnated cloth with protective top coat 

@ Natural rubber adhesive keeps markers in place 

© Perferated in center to reduce thickness on smaller 
gauge wires 

@ Includes single character marker for terminal strip 


RoHS 
Compliant 
Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


BMP®21-PLUS PORTABLE LABEL PRINTER AND ACCESSORIES (CONT.) 


Features: rubber bumpers 
@ Produces clear 203dpi thermal transfer printing @ Large LCD display with backlight 


® Prints letters in upper and lower case, 4 lines max. @ Drop-in, lock, print labeling tape cartridges availa- 
© Print speed 10mm/sec (0.4in/sec) ble in a variety of materials 

® Prints 104 symbols @ Label grabber holds label after cutting 

@ Multiple languages installed ® Automatic shutoff 

® Memory stores 12 labels @ Runs on 6 AA batteries or AC adapter (both 

e 


Ergonomic design for comfort ordered separately’ 
© Easy-to-see yellow case with impact-resistant © Two-year manufacturer's warranty 


BMP®21-PLUS portable, hand-held label printer takes on the toughest labeling jobs in the field and gets them 
done fast -- with smart automatic formatting, just drop a label cartridge in, type and print -- it’s that simple. Prints 
wire makers, cable flags, all-purpose vinyl labels, self-laminating labels, nylon cloth labels, heat-shrink sleeves 
and more that come in an array of colors. Powered by six AA batteries (not included) or optional AC adapter. 
Lightweight, only 1.66 Ibs. Dimensions: 9.5L x 4.5W x 2.5"H. Printer comes with one mfg. part no. M21-750- 
499 nylon cloth labeling tape cartridge, lanyard and quick-start guide. Select from a variety of accessories and 
labeling tape cartridges;ordered separately below. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ BMP21-PLUS Portable Label and Wire Marker Printer 55X1824 119.00 
Accessories 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ M-AC-110937 AC Power Adaptor / Battery Charger 47X0376 49.99 
BMP21-PLUS-BATTCOV Spare Battery Cover Replacement 62X8719 12.99 
PIM_212874 
Rechargeable Battery Pack for BMP®21-Plus Printer 
Price Each 
Mfg. Part No. Voltage Capacity Qty Stock No. 1+ 
Lithium lon, Rechargeable Battery Pack 
BMP21-PLUS-BATT 7.4VDC 1620mAh 1 62X8717 64.99 
PIM_5512877 
Hardsided Attache-Style Carrying Case for BMP®21 Printers 
Size: 355.6mm (14”) L x 292mm (11.5") W x 114.3mm (4.5") H 
For Use Price Each 
Mfg. Part No. With Stock No. the 
BMP21-PLUS-HC | Bradys BMP21, BMP21-LAB, BMP21-PLUS Label Printers | 62X8718 | 39.99 


PIM_5512879 


Labeling Tape Cartridges 


a Nhe ore on x earn) materials aval; go olne or call Al MB1 series drop-vfockpint lave! catidges werk n BMPZ1-PLUS, 
BMP-21 and IDPAL label printers, except mfg. part nos. M21-250-595-WT, M21-250-595-YL, M21-250-423, 
M21-250-430, M21-250-430-WT-CL only compatible with BMP®21-PLUS label printer; mfg. part no. M21-125- 
C-342-YL not compatible with IDPAL label printer. 
Legend | Marker Price Each Tape Tape Price Each 
Mfg. Part No. Legend Color | Color Size Qty | Stock No. 1+ Mfg. Part No. Width Length Color StockNo. |i Huu 
Vinyl Cloth, 10 Each 4 to 45 Polyester, Labelling Tape Cartridges 
@ SPB-03 1 to 45 Black | White |5.6mmx34.8mm]| 1 | 95F6277] 26.62 @ M21-250-423 6.4mm 6.4m Black on White 75X7864 | 99.99 
Vinyl Cloth, 10 Each 46 to 90 @ M21-250-430 6.4mm | 64m | Blackon Transparent | 75X7865 | 22.99 
@ SPB-14 46 to 90 Black | White |5.6mmx34.8mm| 1 | 952341 | 49.99 @ M21-250-430-WT-cL | 64mm | 64m | White on Transparent | 75X7866 | 29.99 
Vinyl Cloth, 10 Each A to Z, 0 to 15, +, -,/ @ M21-375-430-WT-CL__| 953mm | 6.4m | White on Transparent | 75X7870 | 24.99 
ee ee in 15 / +) Black | White /5.6mm x 34.8mm) 1 )iSSa6276)RS2ctG2 @121-500-430-wt-cL_ | 127mm | 64m | Whiteon Transparent | 75x7875 | 25.99 
Vinyl Cloth, 15 Each AtoZ, 8 +,7 -, 21 Blank @ M21-750-430-WT-CL 19mm 6.4m White on Transparent 75X7880 27.49 
@ SPB-12 AtoZ/+/ - Black | White [5.6mmx34.8mm| 1 | 95C2340| 26.62 Vinyl, Labelling Tape Cartridges ; 
Vinyl Cloth, 2 Each AtoZ, +,-,/; 6 Each 1 to 5,4 Each 16 to 90 @ M21-250-595-WT 6.4mm 6.4m Black on White 75X7867 | 22.49 
@SPB-08 JAtoZ/0to90/+| Black | White [5.6mmx34.8mm] 1 | 9502339] 26.62 ballad penne]. 8am Bleck On Vela ESKCESO MZ2Hd9 
I-1(1) @ M21-375-595-BK 953mm | 6.4m White on Black 75X7871 23.99 
Vinyl Cloth, 45 Each 0 to 9; 15 Each L1, L2, L3, T1, 72, T3 @ M21-375-595-BR 9.53mm 6.4m White on Brown 75X7872 23.99 
@SPB-01 ]Oto9/L1/L2/L3/T1] Black | White [5.6mmx348mm] 1 | 95F6275| 26.62 @ M21-375-595-GY 953mm | 6.4m Black on Grey 75X7873 | 23.99 
(12173 @ M21-375-595-PL 953mm | 6.4m White on Purple 75X7874 | 23.99 
PIM_6400 @ M21-500-595-BK 12.7mm | 6.4m White on Black 75X7876 | 25.49 
@ M21-500-595-BR 12.7mm 6.4m White on Brown 75X7877 25.49 
BMP®21-PLUS PORTABLE LABEL PRINTER AND rou BRADY @ M21-500-595-GY 12.7mm 6.4m Black on Grey 75X7878 25.49 
ACCESSORIES =a) ° @ M21-500-595-PL 12.7mm | 6.4m White on Purple 75X7879 | 25.49 
RoHS @ M21-750-595-BK 19mm 6.4m White on Black 75X7881 29.49 
Osan @ M21-750-595-BR 19mm 6.4m White on Brown 75X7882 | 29.49 
@ M21-750-595-GY 19mm 6.4m Black on Grey 75X7883 29.49 
@ M21-750-595-PL 19mm 6.4m White on Purple 75X7884 | 29.49 
PIM_5512878 
PermaSleeve® Heat-Shrink Wire Marking Sleeves — Cartridges 
Fade-resistant, flame-retardant and superior aesthetic appearance. Drop-in/lock/print label cartridges 


> CONTINUED > 
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(continuous roll) work in BMP21-PLUS, BMP-21 and IDPAL label printers, except mfg. part no. M21-125-C- 
342-YL not compatible with IDPAL printer. 


> CONTINUED > 
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PermaSleeve® Heat-Shrink Wire Marking Sleeves — Cartridges (CONT.) 


CABLE MANAGEMENT 


WIRE IDENTIFICATION & MARKING SYSTEMS 


IDXPERT® PermaSleeve® Heat-Shrink Wire Marking Sleeves (CONT.) 


Price Each Price Each 
Mfg. Part No. Size ID. Min | 1.D. Max Color Qty | Stock No. 1+ Mfg. Part No. Size ID. Min | .D. Max | Color | Qty | Stock No. 1+ 
PO (Polyolefin), 3:1, Heat-Shrink Wire Marker Sleeve Cartridges PO (Polyolefin), 3:1, — 100 Sleeves Per Cartridge 
@ M21-125-C-342-YL | 3.2mm x 2.13m | 1.2mm | 2.8mm | Yellow, Black} 1 | 75X7861 52.49 XPS-125-1 25.8mm x 5.97mm | 1.2mm | 2.8mm | White] 1 | 57/1481 102.29 
@ M21-187-C-342-YL | 4.9mm x 2.13m | 1.6mm | 3.8mm | Yellow, Black] 1 | 75X7862 | 56.49 XPS-187-1 25.8mm x 8.51mm | 1.6mm } 3.8mm | White | 1 | 57/1484 = 
@ M21-250-C-342-YL | 6.9mm x 2.13m | 2.4mm | 5.5mm | Yellow, Black] 1 | 75X7863 | 66.49 XPS-250-1 25.8mm x 11.145mm | 2.4mm | 5.5mm | White} 1 | 5731487 | 132.99 
@ M21-375-C-342-YL | 10.7mm x 2.13m | 3.2mm | 8.1mm | Yellow, Black] 1 | 75X7869 | 73.49 XPS-375-1 25.8mm x 16.38mm | 3.2mm | 8.13mm | White | 1 | 5731489 — 
PIM_5568123 PO (Polyolefin), 3:1, — Cut-to-Length 2.5m (8’) Continuous Roll Cartridge 
XPS-125-CONT 5.9mm x 2.5m 1.2mm | 2.8mm | White) 1 | 57J1479 75.99 
LABELING MATERIALS FOR IDXPERT® oti roe XPS-125-CONT-YL-BK | 5.9mm x 2.5m 1.2mm | 2.8mm | Yellow] 1 | 57J1480 88.99 
HAND-HELD LABELER ‘Available auld ° XPS-187-CONT 8mm x 2.5m 1.6mm | 3.8mm | White} 1 | 5731482 ae 
———| i é XPS-187-CONT-YL-BK 8mm x 2.5m 1.6mm | 3.8mm | Yellow} 1 | 5731483 88.99 
: . XPS-250-CONT 11.2mm x 2.5m | 2.4mm | 5.5mm | White} 1 | 5731485 = 
XPS-375-CONT 16.4mm x 2.5m} 3.2mm | 8.13mm | White | 1 | 57/1488 | 128.79 
PIM_5590714 


Cable ID Patch Panel/Faceplate ID 
Wide variety of labels and markers: self-laminating, heat-shrink sleeves, continuous tapes and more are 


Electrical Panel/General ID 


BMP@41 PORTABLE THERMAL-TRANSFER LABEL 
PRINTER STARTER KITS 


tes BRADY. 

a) ° 

Gein ; 
Compliant 
Available 


available to keep your IDEXPERT™ labeler producing quality, professional labels and markers. Choose from 
serveral materials in a variety of sizes and colors. Perfect for a variety of applications including wire and cable 
marking, terminal block marking, patch panel marking, outlet and faceplate marking, electrical component 
marking and general industrial identification. NOTE: Marker Color in table below denotes type color, marker 9 ; 
color. ; ; BMP41-KIT-VD DataComm BMP41-KIT-EL Electrical Starter Kit 
IDXPERT® Labeling Materials ‘ Starter Kit 
- BMP@41 Label Printer 
Legend Marker : | Price Each_ @ Ergonomic design fits comfortably in user's hand  @ 48MB memory stores up to 25000 labels 
Mfg. Part No. Color Color Size Qty | Stock No. 1+ © Built tough — drop-tested and environment © Quick, easy-to-load, drop-in label cartridges with 
PET (Polyester), Patch Panel, Faceplate Label — 500 Labels Per Cartridge resistant already matched ribbon 
@X-17-422 Black. White | 25.4mmx12.7mm 11 | 5701423 104.49 © Easy-to-see case with impact-resistant rubber © Long life rechargeable battery delivers power to 
— — = d - : - : bumpers print anywhere 
Vinyl, Self-Laminating Cable ID Markers — 100 Markers Per Cartridge © Large informative LCD display with backlight © Prints up to 300 labels per day for high volume 
@ XSL-21-427 Ss Black, White | 25.4mmx63.5mm | 1 | 57J1498 = ie baie teal pees Pah a ve 
F © Produces clear pi thermal transfer printing @ Prints true-sized 1” wide identification to maximize 
xs L-116-427 = Black | Black, White | 38.1mm x 63.5mm : 1 | 57/1494 60.99 that stays legible amountof data onilabél 
Vinyl, Self-Laminating Cable ID Markers — 250 Markers Per Cartridge Print speed of 1.3” per second Prints on a wide variety of label materials including 
@ XSL-30-427 Black | Black, White | 19.05mmx12.7mm]| 1 57J1503 oe @ QWERTY keypad, graphics library, hot keys and nylon cloth, self-laminating vinyl and heat-shrink 
7 menu functions make label design simple sleeves 
@ XSL-18-427 Black _| Black, am fe | 19.05mm x 25.4mm | 1_| 55M6285 aaa © Easy-to-use WYSIWYG functionality — design © Prints on die-cut and continuous length materials 
@ XSL-96-427 Black | Black, White | 19.05mmx25.4mm | 1 | 77M8278 _ shown in printer display is what you get on label © Lightweight, only 2.85 Ibs. 
@ XSL-19-427 Black | Black, White | 25.4mmx25.4mm | 1 | 77M8029 a ® 4 to 103 point font sizes with autosizing © Dimensions: 10.3” H x 6” W x 3.6” D 
XS1-103-427 Black | Black, White | 254mmxa1.75mm | 4 571491 87.99 @ 445 built-in symbols/barcodes, more via software @ Two-year manu facturer's warranty 
: BMP@41 hand-held, portable label printer is an affordable, easy-to-use, quick-to-print, must-have labeling tool 
XSL-31-427 Black | Black, White | 25.4mmx 381mm | 1 | $7J1504 99.99 that's built tough for the field. Choice of two starter kits — DataComm or Electrical — everything needed to start 
Vinyl, Self-Laminating Cable ID Markers — 450 Markers Per Cartridge making quality, professional-looking labels. Order additional M series labeling cartridges in an array of types, 
@ XSL-11-427 7 Black. White | 12.7mmx19.05mm|] 1 57J1492 80.99 sizes, materials, and colors separately; go online or call. 
@ XSL-17-427 Black | Black, White | 12.7mmx25.4mm | 1 | 77M8028 ens BMP@41 Datacomm Starter Kit 
Vinyl, Self-Laminating Cable ID Markers — 50 Markers Per Cartridge Mfg. part no. BMP41-KIT-VD Voice/Data Communications DataComm starter kit includes: BMP@41 label 
a F printer, rechargeable battery pack, USB cable assembly, AC adapter, hard-side storage case, M-51-427 1” black 
Orel aieer — — iE acts, White _| s8-tminxs6-tmi: | “4 SIs 508 - LEE) on white self-laminating vinyl wire marker cartridge (110 ea.), MC-475-412 0.475” black on white polypropylene 
Vinyl Cloth, Repositionable Terminal Block Labels — Cut-to-Length Cont. Roll Cartridge tag cartridge (20'L), MC1-1000-595-YL-BK 1” black on yellow vinyl tape cartridge (25'L), two MC1-1000-595- 
@ XC-240-498 wi Black, White 6.1mm x 6.1m 1 5731463 97.99 WT-BK 1” black on white vinyl tape cartridges (25'L ea.), product CD, printer drivers CD and quick start guide. 
@ XC-318-498 on Black, whl ie 8.1mm x 6.1m 1 5731464 98.99 BMP@41 Electrical Starter Kit 
@ XC-375-498 = Black, White 9.5mm x 6.4m 1_ | 57J1466 | 102.29 Mfg. part no. BMP41-KIT-EL Electrical starter kit includes: BMP®41 label printer, rechargeable battery pack, 
Vinyl! Cloth, Repositionable Wraparound Cable Wraps — 200 Wraps Per Cartridge USB cable assembly, AC adapter, hard-side storage case, M-143-427 1” black on white self-laminating vinyl 
: wire marker cartridge (200 ea.), M-48-498 1” black on white vinyl cloth wraparound wire marker cartridge (180 
@ X-19-498 ~ Black, sail | -26.4mmx254mm | 1 oisia2 61.99 ea.), M-187-075-342 0.75” black on white PermaSleeve® heat-shrink wire marking sleeve cartridge (80 ea.), 
@ X-103-498 ae Black, White | 25.4mmx31.75mm | 1 | 57J1420 69.29 MC1-1000-595-OR-BK 1” black on orange vinyl tape cartridge (25'L), two MC1-1000-595-WT-BK 1” black on 
Vinyl Cloth, Repositionable Wraparound Cable Wraps — 225 Wraps Per Cartridge white vinyl tape cartridges (25'L ea.), product CD, printer drivers CD and quick start guide. 
@ X-18-498 Pe Black, White | 19.05mmx25.4mm | 14 57J1426 73.99 Price Each 
Vinyl Cloth, Repositionable Wraparound Cable Wraps — 275 Wraps Per Cartridge Mfg. Part No. Description Contents Stock No. is 
@ X-11-498 a Black, White | 12.7mmx19.05mm | 1 5731421 a @ BMP41-KIT-VD | Datacomm Starter Kit] BMP41 Printer, Battery Pack, AC] 33X1315 | 469.99 
= ae Fi Adapter, Hard Case, USB Cable, Driver/ 
Vinyl Cloth, Repositionable Wraparound Cable Wraps — 300 Wraps Per Cartridge Brodin CDs, Guide, 5 Label Cartridges 
© X-7-498 | Black, White | 12.7mmx12.7mm_|_1_ | 57/1438 = @ BMP41-KIT-EL | Electrical Starter Kit |BMP41 Printer, Battery Pack, AC] 33X1314| 514,99 
Vinyl Film, Indoor/Outdoor General ID Labels — Cut-to-Length Continuous Roll Cartridge Adapter, Hard Case, USB Cable, Driver/ 
@ XC-1500-595-OR-BK |... | Black, Orange | 38.1mmx19.1m | 1 | 4570716 | 111.99 Product CDs, Guide, 5 Label Cartridges 
@ XC-500-595-WT-BK oe Black, White 12.7mm x 19.1m 1 | 4078703 = PIM_211516 
@ XC-1000-595-WT-BK Ss Black, White | 25.4mm x 19.1m 1 | 4570710 93.99 
@ XC-500-595-WT-RD Red, White 12.7mm x 19.1m 1 | 4570724 73.69 Brady® Network Interface Cards 
@ XC-500-595-BL-WT White, Blue 12.7mm x 19.1m 1 | 3275349 73.69 Networking Price Each 
@ XC-500-595-GN-WT White, Green 12.7mm x 19.1m 1 4570721 73.69 Mfg. Part No. Interface Stock No. the 
PIM_83001 @ NET-BT-WIFI-LAN Bluetooth, WiFi,Ethernet 7779915 = 
@ NET-LAN Ethernet 7779916 44.99 
IDXPERT® PermaSleeve® Heat-Shrink Wire Marking Sleeves @ NET-WIFI Bluetooth, WiFi 7779917 55.99 
PermaSleeve® heat shrinkable sleeves fit snuggly around wire for identification and protection. Fade resistant PIM. 5512876 
and flame retardant. Meets the following material and physical property specifications: SAE-AMS-DTL-23053/5 7 
(Class 1), SAE-AS-81531, MIL-STD-202, UL recognized. NOTE: Marker Color in table below denotes type 
color, sleeve color. BMP®51 and BMP®53 Starter Kits 
> CONTINUED > > CONTINUED > 
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CABLE MANAGEMENT @ Indicates RoHS Compliant | Find Datasheets Online 


WIRE IDENTIFICATION & MARKING SYSTEMS 


BMP®51 and BMP®53 Starter Kits (CONT.) M Series Label and Tape Cartridges (CONT.) 


Price Each Price Each 
Mfg. Part No. Contents Stock No. 1+ Mfg. Part No. Dimensions Material Color Qty | Stock No. 1+ 
@ 75447370841 | BMPS51 Printer, Li-lon Battery, AC Power Supply, Hard Case, | 8914131 | 635.00 Repositionable, Wrap-Around Wire Wrap Labels, Cartridge of Label Qty. Below 
__USB Cable, 5 Label Cartridges @M-7-498 12.7mmx12.7mm | Vinyl Cloth | Black on White | 240 | 7772950 | 45.99 
@ 75447370842 | BMPS1 Printer, Li-lon Battery, AC Power Supply, Hard Case, | 8974132 650.00 @ M-11-498 12.7mmx19.05mm Vinyl Cloth | Black on White | 220 | 7772879 45.99 
ene Tee aes 12.7mmx25.41 Vinyl Cloth | Black on White | 180 | 7772914 
© 75447370843 | BMP51 Printer, Li-lon Battery, AC Power Supply, Hard Case,| 8974133 | 669.99 Mele i28 | esinmzesmme |! Mnyiloth Black on hie Gone 
USB Cable, 5 Label Cartridges Self Laminating Wire and Cable Markers, Cartridge of Continuous Tape for Cut-to-Length 
@ 75447370844 | BMP51 Printer, Li-lon Battery, AC Power Supply, Hard Case, | 8914134 640.00 Markers 
USB Cable, 5 Label Cartridges @ MC-750-427 | 9.525mmx19.05mm Viny! Black on White | 1 | 8974180 58.99 
@ 66282098154 | BMP53 Printer, LabelMark 5 Software, AC Power Supply, Hard | 7810487 = @ MC-1000-427 | 9.525mmx25.4mm Viny! Black on White | 1 | 8974158 73.99 
Case, USB Cable, 5 Label Cartridges @ MC-1500-427 | 12.7mmx12.7mm Viny Black on White | 1 | 8974165 | 75.99 
@ 66282098155 | BMPS53 Printer, LabelMark 5 Software, AC Power Supply, Hard} 7810488 -—- A950. ; F 
Case, USB Cable, 5 Label Cartridges — a Fea a - ee 5 aa - ae : ' 8974164 75.99 
© 66282098156 | BMP53 Printer, LabelMark 5 Software, AC Power Supply, Hard] 7870489 = elf Laminating Wire and Cable Markers, Cartridge of Marker Qty. Below 
Case, USB Cable, 5 Label Cartridges @ M-11-427 12.7mmx19.05mm Viny| Black on White | 360 | 7772878 51.99 
@ 66282098157 | BMP53 Printer, LabelMark 5 Software, AC Power Supply, Hard | 78T0490 = @ M-32-427 38.1mmx38.1mm Viny| Black on White | 180 | 7772944 64.99 
Case, USB Cable, 5 Label Cartridges @ M-116-427 38.1mmx63.5mm Vinyl Black on White | 80 | 7772885 | 38.49 
PIM_5588152 @ M-33-427 38.1mmx101.6mm Vinyl Black on White | 70 | 7772945 64.99 
@ M-34-427 38.1mmx152.4mm Viny! Black on White | 40 | 7772946 48.29 
M Series Label and Tape Cartridges Terminal Block Marker, Cartridge of Continuous Tape for Cut-to-Length Markers 
Choose from individual die-cut labels or continuous cut-to-length tape. Both come conveniently packaged with @ MC-240-498 6.1mmx4.88m Vinyl Cloth] Black on White | 4 7772991 55.99 
ribbon and label material in one easy-to-load cartridge. Additional label types, sizes, materials, and colors are = : = 
available to meet every printing need; go online or call. @ MC-318-498 8.1mmx4.88m Vinyl Cloth Black on White | 1 7772994 56.99 
Price Each @ MC-375-498 9.53mmx4.88m Vinyl Cloth | Black on White | 1 7772998 73.99 
Mfg. Part No. Dimensions Material Color ty | Stock No. fe] Voice and Data Comm ID Labels, Cartridge of 280 Labels 
Indoor/Outdoor Grade Labeling Tape, Cartridge of Continuous Tape for Cut-to-Length Labels bd Mia 2 tinn2sffae olester eB ack on White | 280 [giMTEES3 i223 
@ MC-500-595- | 12.7mmx6.096m Vinyl White on Clear | 1 | 8974177 | 33.99 Voice and Data Comm ID Labels, Cartridge of Continuous Tape for Cut-to-Length Labels 
CL-WT @ MC-375-422 9.525mmx7.62m Polyester | Blackon White | 1 | 7772996 36.29 
@ MC-500-595- | 12.7mmx6.096m Vinyl White on Clear | 1 | 7773004] 33.99 @ MC-475-422 12.065mmx7.62m Polyester Black on White | 1 | 7773000 38.49 
CL-BK @ MC-500-422 12.7mmx7.62m Polyester | BlackonWhite| 1 | 7773001 | 39.29 
@ MC-500-595- | 12.7mmx7.62m Viny Black on Orange} 1 | 7773006 | 33.99 @ MC-625-422 | 15.875mmx7.62m | Polyester | BlackonWhite| 1 | 8974179 | 49.29 
ORE amma Gl Vi Blackon White | 1 (eameenE Wire and Cable Flags, Cartridge of Flag Quantity Below 
we oe peas 33.99 @ 152-499 | 12.7mmx38.1mm ] NylonCloth | BlackonWhite | 160] 7712912 | 48.29 
@ MC-500-595- | 12.7mmx7.62m Viny Black on Yellow | 1 | 7773010 | 33.99 MFT-01-425 | 20.02mmx29.97mm | Polypropylene | Black on White | 200 | 89T4194 | 30.99 
YL-BK PIM_202069 
@ MC-500-595- | 12.7mmx7.62m Vinyl Redon White | 1 | 77T3009 | 33.99 
ERD : - PermaSleeve® Heat-Shrink Wire Marker Sleeves 
@ MC-500-595- | 12.7mmx7.62m Viny! White on Black | 1 | 8914176 | 33.99 PermaSleeve® heat shrinkable polyolefin wire marker sleeves are ideal for panel identification and wire and 
BK-WT cable marking applications. Easy-to-load cartridge contains sleeve material and black ribbon. 
@ MC-500-595- | 12.7mmx7.62m Vinyl White on Blue | 1 | 77T3003 | 33.99 Price Each 
BL-WT . Pca ay 
@ MC-500-595- | 12.7mmx7.62m Viny White on Green | 1 | 7773005 | 33.99 mig: Fano. | size Golor__| Gly _[EstvekiNo: ihe 
GN-WT PO (Polyolefin), Cartridge of 80 Sleeves 
@ MC-500-595- | 12.7mmx7.62m Vinyl White onRed | 1 | 7773007 | 33.99 @ M-125-1-342 5.97mm x 25.78mm White 1 7772897 61.99 
RD-WT @ M-187-1-342 8.51mm x 25.78mm White 1 7772923 66.99 
@ MC-1500-595- | 38.1mmx6.096m Vinyl White on Clear | 1 | 8974169 58.99 @ M-250-1-342 11.15mm x 25.78mm White 1 7772934 79.99 
cE @ M-375-1-342 16.38mm x 25.78mm | White 1 7712947 | 114.99 
@ MC-1500-595- | 38.1mmx6.096m Vinyt White on Clear | 1 |ii23829) M513) PO (Polyolefin), Cartridge of Continuous Material for Cut-to-Length Sleeves 
= @ MC-125-342 5.97mm x 2.134m White 1 7772978 56.99 
-1500-595- | 38.1mmx7.62 Vi Black on O 1 | 7772984 — - - - 
wee — Oe res ike ea HO89 @ MC-125-342-YL 5.97mm x 2.134m Yellow 1 7772979 56.99 
@ MC-1500-595- | 38.1mmx7.62m Viny! Black on White | 1 | 7772986 | 75.99 @ MC-187-342 8.51mm x 2.134m White 1 7772989 60.99 
WT-BK @ MC-187-342-YL 8.51mm x 2.134m Yellow 1 7772990 71.99 
@ MC-1500-595- | 38.1mmx7.62m Viny| Black on Yellow | 1 | 7772988 | 75.99 @ MC-250-342 11.151mm x 2.134m White 1 7772992 71.99 
a @ MC-250-342-YL T.161mmx2.134m | Yellow 1 7712993 | 71.99 
@ MC-1500-595- | 38.1mmx7.62m Vinyl Redon White | 1 | 7772987 | 75.99 PIM56e8074 
WT-RD = 
@ MC-1500-595- | 38.1mmx7.62m Vinyl White on Black | 1 | 8974168 | 75.99 
BK-WT BMP®61 PORTABLE HAND-HELD LABEL PRINTERS rou BRADY 
@ MC-1500-595- | 38.1mmx7.62m Vinyl White on Blue | 1 | 7772981] 75.99 AND ACCESSORIES =a) . 
BL-WT 
@ MC-1500-595- | 38.1mmx7.62m Vinyl White on Green | 1 | 7772983 75.99 
GN-WT 
@ MC-1500-595- | 38.1mmx7.62m Vinyl White onRed | 1 | 7772985 | 75.99 
RD-WT 
Reflective Labeling Tape, Cartridge of Continuous Tape for Cut-to-Length Labels 
MC-500-584 | 12.7mmx6.096m | Reflective Sheeting White 1 | 8974174 | 82.99 7 
MC-500- 12.7mmx6.096m | Reflective Sheeting Yellow 1 | 8974175 84.99 Am 
584-YL A % 
MC-750-584 | 19.05mmx6.096m | Reflective Sheeting White 1 | 8974182 | 94.99 eS 
MC-750- 19.05mmx6.096m | Reflective Sheeting Yellow 1 | 8974183 | 94.99 Dependable Workhorse in the Field & in the Shop for comfort and reduced typing errors 
584-YL ® Ideal for quick and efficient ID of wires, cables and @ Data connectivity with two USB 2.0 ports, USB 
A000 A 5 7 components lash drive support and WIFI option for wireless 
MC-1000-564' | 25 4mmxé.086m | Reflec Mie eee ng White Me 0G || see) ® Two printer choices — with WIFI or without printing from computer, tablet or smart phone 
MC-1000- 25.4mmx6.096m | Reflective Sheeting Yellow 1 | 8974161 | 98.99 @ Simple user interface with easy menu, curser and using LabelMark™ 6 labeling software; ordered 
584-YL navigation separately, go online or call 
MC-1500-584 | 38.1mmx6.096m | Reflective Sheeting White 1 | 8974166 | 114.99 © Large, color touch-screen display @ Industrial drop tested rugged design with protective 
‘i 5 ® Automatic label formatting with smart-cell rubber bumpers 
Od 38:1mmx6.096m | Reflective Sheeting Yellow 1 //S9Ta167 | 1n42e9 technology @ Rechargeble NiMH battery keeps printer working 
@ Produces crisp, clear labels with 300 dpi printhead in the field or shop 
@ Easy to load ribbon and label materials © Convenient label grabber holds labels after cutting 
@ Prints on a variety of die-cut and continuous label = @ Utility strap for easy storage and handling 
materials - up to 2” (61mm) wide © Two-year manufacturer's warranty 
© QWERTY style keyboard that's sized and spaced 
> CONTINUED > > CONTINUED > 


648 = Go online or call for non-compliant or @2ROHS Compliant products. See page 2 


CABLE MANAGEMENT 


WIRE IDENTIFICATION & MARKING SYSTEMS 


BMP®61 PORTABLE HAND-HELD LABEL PRINTERS AND ACCESSORIES PermaSleeve® Heat-Shrink Wire Marking Sleeves 


(CONT.) PermaSleeve® single-sided polyolefin heat shrinkable sleeves fit snuggly around wire and cable for 


. p . p . identification and protection. Fade resistant and flame retardant. Meets the following material and physical 
Choose mfg. part no. BMP61 printer without WIFI or mfg. part no. BMP61-W printer with WIFI. Both printers ! pause 
come complete with everything one needs to tackle the toughest industrial identification tasks. Order additional property specifications: SAE-AMS-DTL-23059/5 (Class 1), SAE-AS-81531, MIL-STD-202, UL recognized. 


accessories, including labeling materials and printer ribbons separately below. Price Each 
Price Each Mfg. Part No. Size [.D. Min | Color Qty Stock No. 1-24+ 
Mfg. Part No. Description Contents Stock No. 1+ PO (Polyolefin), 3:1, — 70 Sleeves Per Roll 
BMP61 BMP®61 Label Printer without WiFi |Labe!l Printer, AC adapter/| 93¥2471 749.99 PSPT-094-2-BK-R 2.4mm x 50.8mm 2.4mm Black 4 99Y7593 — 
battery charger, NiMH PSPT-094-2.WT-R | 24mmx60.8mm | 24mm | White | 1 | 99Y7594 = 
rechargeable battery, USB 
cord, utility strap, hard-sided PSPT-094-2-YL-R 2.4mm x 50.8mm 2.4mm Yellow 4 99Y7595 a 
ae haa el PSPT-125-2-BK-R 3.2mm x 50.8mm 3.2mm Black 1 99Y7599 = 
white polyester labels (rol “495-9. 7 
of 250), M61-R6010 black PSPT-125-2-WT-R 3.2mm x 50.8mm 3.2mm White 1 99Y7600 = 
ribbon, quick start guide & PSPT-125-2-YL-R 3.2mm x 50.8mm 3.2mm Yellow 4 99Y7601 = 
driver disks PSPT-187-2-BK-R 4.7mm x 50.8mm 4.7mm Black 1 99Y7602 _ 
BMP61-W | BMP®@61 Label Printer with WiFi Pe wae with mh AC| 99Y7570 = PSPT-187-2-WT-R 4.7mm x 50.8mm 4.7mm White 1 99Y7603 = 
adapter/battery charger, 
NiMH rechargeable battery, PSPT-187-2-YL-R 4.7mm x 50.8mm 4.7mm | Yellow 1 99Y7604 -- 
USB cord, utility strap, hard- PSPT-250-2-BK-R 6.4mm x 50.8mm 6.4mm _ | Black 1 99Y7605 = 
ie ert seen ae a PSPT-250-2-WT-R 6.4mm x50.8mm | 6.4mm | White 1 99Y7606 = 
white polyester labels 
(roll of 250), M61-R6010 PSPT-250-2-YL-R 6.4mm x 50.8mm 6.4mm _ | Yellow 1 99Y7607 = 
black ribbon, quick start guide PSPT-375-2-BK-R 9.5mm x 16.4mm 9.5mm Black 1 99Y7608 5 
& driver disks PSPT-375-2-WT-R | 9.5mmx16.4mm | 9.5mm | White | 1 99Y7609 = 
Accessories PSPT-375-2-YL-R 9.5mm x 16.4mm 9.5mm | Yellow 1 99Y7610 — 
Price Each PSPT-500-2-BK-R 12.7mm x 50.8mm | 12.7mm | Black 1 99Y7611 -- 
Mfg. Part No. Type StockNo.| 1+ PSPT-500-2-WT-R | 12.7mmx50.8mm | 12.7mm | White 1 997612 = 
M61-R6010 Black 6000 Series _— ag 2" x 75' (50.8mm x 98Y5482 35.19 PSPT-500-2-YL-R 12.7mm x 50.8mm | 12.7mm | Yellow 4 99Y7613 = 
85m 
PSPT-750-2-BK-! 19.51 50.8 19.5) Black 1 997614 == 
BMP-HC-1 Hardside Carrying Case 9977565 | 79.99 SEIISO2 BIR, Meese sc 
PSPT-750-2-WT-R 19.5mm x 50.8mm | 19.5mm | White 1 99Y7615 = 
BMP-MAGNET-1 Magnet Attachment 99Y7566 39.99 
: PSPT-750-2-YL-R 19.5mm x 50.8mm | 19.5mm | Yellow 1 99Y7616 _ 
BMP-STRAP-1 Carrying Strap 99Y7567 | 24.99 
PSPT-1000-2-BK-R 25.4mm x 50.8mm | 25.4mm | Black 1 99Y7596 — 
BMP61-BATCOV Battery Cover 99Y7568 11.79 - 
PSPT-1000-2-WT-R 25.4mm x 50.8mm | 25.4mm | White 1 99Y7597 ass 
SMES ICULIER ie elle suse PSPT-1000-2-YL-R 25.4mm x 50.8mm | 25.4mm | Yellow 1 99Y7598 
BMP61-W-BATCOV Battery Cover 99Y7571 | 11.79 a = —— - - - = 
M61-R4310 Black R4300 Series Printer Ribbon, 2” x 75’ (50.8mm 99Y7572 35.09 = 
xX 22.85m) 
M61-R4410-BL Blue R4400 Series Printer Ribbon, 2” x 75’ (50.8mm x} | 99Y7573 | 42.09 BMP™71 Self-Laminating Labels 
ig 
22.85m) Self-laminating vinyl labels have a matte finish and provide a white printable zone with a protective, translucent 
M61-R4410-RD Red R4400 Series Printer Ribbon, 2” x 75' (50.8mm x| | 99Y7574] 42.09 overlaminating area and permanent acrylic adhesive. Offers excellent abrasion, smudge, water and oil 
resistance. Material has good clarity, conformability and is self-extinguishing. Ideal for panel identification and 
22.85m) ; | ad cl 
M61-R4410-WT | White R400 Series Printer Ribbon, 2° x 75' (50.8mm| | 99Y7575 | 42.09 wire and cable marking applications. 
x 22.85m) Marker Price Each 
M61-R6210 Black R6200 Series Printer Ribbon, 2” x 75’ (50.8mm]| | 99Y7576 | 35.19 Mfg. Part No. Color Size Qty Stock No. the 
: x 22.85m) — Vinyl, Self-Laminating — Roll of 1000 Labels 
MG T-R6a10 ie: ee © BM71-31-427 White 26 Amm x 38.1mm 1 63R6507 = 
M61-R6610 Black R6600 Series Printer Ribbon, 2° x 75° (50.8mm| | 99v7578| 44.19 Vinyl, Self-Laminating — Roll of 100 Labels 
x 22.85m) @ M71-23-427 White 25.4mm x 101.6mm 1 63R6982 46.49 
M61-R6710-WT White R6710 Series Printer Ribbon, 2” x 75’ (50.8mm] | 99Y7579 39.79 @ M71-21-427 White 25.4mm x 63.5mm 1 63R6974 = 
__x22.85in) @ M71-33-427 White 38.1mm x 101.6mm 1 63R7040 = 
M61-R6810-WT White R6800 Series een 2” x 75’ (50.8mm 99Y7580 44.19 Vinyl, Self-Laminating — Roll of 250 Labels 
= @ M71-18-427 White 19.05mm x 25.4mm 1 63R6950 = 
PIM_5620660 @ M71-30-427 White 19.05mm x 38.1mm 1 63R7013 = 
@ M71-19-427 White 25.4mm x 25.4mm 1 63R6958 47.99 
pant Mellor rie ltentaabaed Re SRENE Car Ie eR ee” @ M71-31-427 White 25.4mm x 38.4mm 1 63R7027 63.99 
vailable in cut-to-length continuous polyester or vinyl materials ideal for cable identification, terminal blocks ani : 
patch panels. Produces crisp, clear legends with superior legibility. Easy loading rolls in lengths listed below. @ M71-32-427 White 38.1mm x 38.1mm f S3R7036 61.99 
Fn Vinyl, Self-Laminating — Roll of 500 Labels 
Tape Tape [ee 14-1 i 
Mfg. Part No. Width Length Color Stock No. 1 = ae neat * : — — area = 
Polyester, Cut-to-Length 15.2m (50’) Continuous Roll = wy 2 an x —_ ; eaRTIOG = 
M61C-500-423 12.7mm 15.2m White 9977588 69.99 OM 20427 nite =fmmnix.38-tmin a 
Polyester, For Powered Coated Surfaces — Cut-to-Length 15.2m (50’) Continuous Roll PIMCS268191 
M61C-500-483 12.7mm 15.2m White 99Y7591 Bee, 
Polyester, For Rough Surface Applications — Cut-to-Length 15.2m (50’) Continuous Rolls ined age did ae i ee rf ae : ae 
: indoor/outdoor grade, high-gloss, durable, flexible vinyl film tape adheres well to pipes, walls, equipment, 
__M61C-375-422 | 9.5mm | 6.2m | White | 997583 | 83.99 windows and most clean, dry surfaces. Conforms well to irregular, curved or rough surfaces. Stands up to 
M61C-475-422 12.4mm 15.2m White 99Y7586 = grease, oil and most industrial chemicals. 
M61C-500-422 12.7mm 15.2m bal, ie 99Y7587 83.99 Tape Tape Price Each 
M61C-625-422 15.8mm 15.2m White 9977592 = Mfg. Part No. Width Length Color Stock No. 1+ 
Polyester, Metallized, Withstands Solvents — Cut-to-Length 15.2m (50’) Continuous Roll Vinyl Film, Indoor/Outdoor Grade — Continuous Roll of 15.2m (50’) 
M61C-500-428 12.7mm 15.2m Silver 99Y7589 91.99 @ M71C-500-595-YL 12.7mm 15.2m Yellow 4570514 -—- 
Polyester, Permanent Adhesive — Cut-to-Length 15.2m (50’) Continuous Rolls @ M71C-1000-595-BL 25.4mm 15.2m Blue 4570465 = 
M61C-375-430 9.5mm 15.2m White 99Y7584 77.99 @ M71C-1000-595-OR 25.4mm 15.2m Orange 4570473 = 
M61C-500-430 12.7mm 15.2m White 99Y7590 77.99 @ M71C-1000-595-YL 25.4mm 15.2m Yellow 4570480 87.99 
Vinyl, Repositionable — Cut-to-Length 9.1m (30’) Continuous Rolls @ M71C-2000-595-YL 50.8mm 15.2m Yellow 4570497 am 
M61C-240-498 6.1mm 9.1m White 99Y7581 ess @ M71C-2000-595-BK 50.8mm 15.2m Black 4570481 Bae 
M61C-318-498 8.1mm 9.1m White 99Y7582 61.99 @ M71C-2000-595-BL 50.8mm 45.2m Blue 4570482 = 
M61C-375-498 9.5mm 9.1m White 99Y7585 — @ M71C-2000-595-CL 50.8mm 15.2m Transparent 4570484 aS 
PIM_5620815 @ M71C-2000-595-GN 50.8mm 15.2m Green 4570486 = 
@ M71C-2000-595-OR 50.8mm 15.2m Orange 4570490 = 
@ M71C-2000-595-RD 50.8mm 15.2m Red 4570493 BER 


PIM_5512886 


1.800.463.9275 ¢ newark.com elementiu 649 


CABLE MANAGEMENT 
WIRE IDENTIFICATION & MARKING SYSTEMS 


BMP™71 PermaSleeve® Heat-Shrink Wire Marker Sleeves 
PermaSleeve® heat shrinkable irradiated polyolefin wire marker sleeves have a matte finish. Ideal for panel 
identification and wire and cable marking applications. 


Price Each 

Mfg. Part No. Size Color | Qty | StockNo. | 1+ 
PO (Polyolefin), 3:1, Roll of 1000 Sleeves 
@ BM71-125-1-342 5.97mm x 25.78mm White 1 63R6478 449.99 
@ BM71-125-175-342 5.97mm x 44.83mm White 1 63R6479 = 
@ BM71-187-1-342 8.51mm x 25.78mm White 1 63R6487 489.99 
@ BM71-187-175-342 8.51mm x 44.83mm White 1 63R6489 = 
@ BM71-250-175-342 11.15mm x 44.83mm White 1 63R6501 = 
PO (Polyolefin), 3:1, Roll of 100 Sleeves 
@ M71-125-1-342 5.97mm x 25.78mm White 1 63R6919 — 
@ M71-187-1-342 8.51mm x 25.78mm White 1 63R6953 74.99 
@ M71-250-1-342 11.15mm x 25.78mm White 1 63R6987 ee 
@ M71-250-175-342 11.15mm x 44.83mm White 1 63R6989 = 
@ M71-375-1-342 16.38mm x 25.78mm White 1 63R7052 = 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


HandiMark® Printer Ribbons and Labeling Tape (CONT.) 


Tape Tape Price Each 
Mfg. Part No. Width Length Color Stock No. 1-9+ 
Vinyl, Outdoor-Grade HandiMark® Labeling Tape 
@ 142269 12.7mm 15.2m White 4570742 = 
@ 142270 25.4mm 15.2m White 4570743 = 
@ 142273 25.4mm 15.2m Yellow 4570746 = 
@ 142271 50.8mm 15.2m White 4570744 -— 
@ 142274 50.8mm 15.2m Yellow 3973958 — 
@ 142280 50.8mm 15.2m Red 4570752 = 
@ 142277 50.8mm 15.2m Green 4570749 = 
PIM_5512880 


IP THERMAL TRANSFER PRINTER 
Smart Cell Technology 


@ Printer, materials and ribbon communicate with 


PIM_5568147 


GENERAL ID AND WIRE/CABLE PRINTABLE LABELS rou BRADY 

For TLS2200® and TLS PC Link™ Thermal Transfer Printers a) © 

© Polyester labels ideal for a wide variety of asset identifi- RoHS _ 
cation, panel labeling and general ID Gop einaiat 

© Mfg. part no. PTL-17-498 for wire, cable, and compo- 
nent marking 

© For use with Brady's TLS2200® and TLS PC Link™ 
thermal transfer portable label printers 

© Sold in roll quantities listed below 


RoHS 
each other making printing fast and hassle-free Gee tinoiat 
Intelligence by Design 
© No more calibration for notched, gapped or 
continuous material 

© Center justified material guides keep print image 
consistent 

@ Easy loading with straight feed path 

Intuitive LCD Display 

© Correct material and ribbon match displayed 

© Sensor position visually shown 

© Monitors material and ribbon usage ® Convenient flip top 


@ Intelligent troubleshooting with corrective action © USB, serial and Ethernet 10/100 connectivity 


IP™ thermal transfer printer, material and software system is fully integrated and easy-to-use. The system offers 
material and ribbon recognition monitored on an LCD display, automatic formatting and user-friendly printer 
features. Material information is sent to the software, where template and settings are automatically populated. 
The user simply creates data on template, then clicks and prints. This high-performance 300dpi printer come 
complete with power cord, USB cable, ribbon centering take-up spindle, printed Quick-Start manual, product CD 


© Lightweight, compact design 


Price Each including: Windows® printer driver, electronic Quick-Start manual, Brady IP™ Printer Operator/Configuration 
Marker F ——— manual and web links, software demo CD, and printer cleaning film. Accept a variety of Brady THT and THTEP 
Mfg. Part No. Color Size Qty Stock No. i labels, B-593 series raised panel labels, specialty die-cut labels, sleeves and tags, 4300, 6000 and 6100 series 
Nylon (Polyamide) IP-R thermal transfer ribbons, and LabelMark™ labeling software; go online or call. 
@ PTL-7-499 White 42.7mm x 12.7mm 500 94B1620 _ Price Each 
PET (Polyester) Mfg. Part No. Description Stock No. 1+ 
@ PTL-31-423 White 25.4mm x 38.1mm 250 77M8007 = @ BP-IP300 IP™ Thermal Transfer Printer — 300dpi 55M3395 -—- 
@ PTL-20-423 White 25.4mm x 50.8mm 100 92B8935 32.89 @ BP-IP600 IP™ Thermal Transfer Printer — 600dpi 55M8663 = 
@ PTL-101-489 White 6.35mm x 15.24m 1 10K0585 —_ PIM_101305 
PET (Polyester), Gloss Finish, Standard Adhesive — 750 Labels Per Roll 
ill bE ll aha = LAT SERIES LASERTAB® LASER PRINTABLE ree BRADY 
@ PTL-28-423 White 6.35mm x 38.1mm 1 48F5386 = LABELS wa f 
@ PTL-15-423 White 6.98mm x 25.4mm 1 48F5383 72.99 Select from an assortment of blank, printable LASERTAB® RoHS 
Vinyl Cloth, Repositionable 12 to 10 Wire Gauge — 500 Labels Per Roll si A ba Bae Ha glade Ideal Hl pie Geetinoiat 
f and industrial identification. Other label sizes, types, an 
ernie White Je-fenim x 254mm 500 Ube = materials are available; go online or call. SH suffix in mfg. 


PIM_39396 


COMPONENT AND GENERAL IDENTIFICATION 
LABELS 
For I.D. Pro® Plus, LS200 and BradyMarker® 


XC Plus Printers 

@ Suitable for general and industrial identification 

© For use on components in control panels, circuit 
boards, faceplates, and electronic receptacles 


RoHS _ 
Compliant 
Available 


© Withstands temperatures from -40°F to 180°F 
@ Resistant to oil, water and humidity 
© Leaves no adhesive residue when removed 
@ Ideal for permanent or temporary applications 
© Sold in rolls of 500 
Price Each 
Mfg. Part No. Dimensions Material Color Qty Stock No. 1-49+ 
Identification, Permanent Acrylic Adhesive 
@ CL-105-619 7mmx12.7mm Polyester White 500 48F5309 = 
@ CL-111-619 7mmx25.4mm Polyester White 500 48F5311 = 
@ CL-311-619 12.7mmx25.4mm Polyester White 500 48F5314 es 
@ CL-517-619 19.05mmx38.1mm Polyester White 250 48F5319 = 
Identification, Repositionable, Rubber Based Adhesive 
@ CL-111-502 7mmx25.4mm Vinyl Cloth | White 500 48F5310 ee 
@ CL-311-502 12.7mmx25.4mm Vinyl Cloth | White 500 48F5313 = 
PIM_39389 
HandiMark® Printer Ribbons and Labeling Tape 
Tape Tape Price Each 
Mfg. Part No. Width Length Color Stock No. 1-9+ 
HandiMark® Printer Ribbons 
42012 50mm 23m White 06H1568 = 
42011 50mm 23m Black 3108287 = 
42013 50.8mm 23m Red 07H3490 = 
42014 50.8mm 23m Blue 07H3493 obs 
> CONTINUED > 
650 


part nos. denotes label is full sheet size of 215.9 mm x 
279.4 mm (8.5” x 11”). Sold in package quantities listed 
below. 


Price per 
Marker Pkg. 
Mfg. Part No. Color Size Qty Stock No. 1+ 

Metalized Polyester, Laser Printable 
@ LAT-28-773-25-SH Silver 215.9mm x 279.4mm 25 90B3846 241.99 
PET (Polyester), Laser Printable 
@ LAT-28-747-25SH White 215.9mm x 279.4mm 25 2807723 194.99 
@ LAT-4-747-10 White 6.35mm x 20.32mm 10000 04H1912 322.99 
@ LAT-8-747-10 White 9.53mm x 25.4mm 10000 01H9990 447.99 
PET (Polyester), Self-Laminating Laser Printable 
@ LAT-17-361-1 White 25.4mm x 25.4mm 1000 04H1848 151.99 


PIM_105374 


PERMASLEEVE® HEAT-SHRINKABLE WIRE 


MARKER SLEEVES 
© Fits snuggly around wire for identification and RoHS | 
prtcin SB ee 


@ For use withTLS 2200® and TLS-PC Link® thermal 
transfer printers 

3:1 shrink ratio 

Fade resistant, self-extinguishing, flame retardant 
Meets MIL-STD-202, SAE-AMS-DTL-23053/5C (Class 
1), SAE-AS-81531 specifications 

UL recognized 


=< 


® Sold in rolls of 100 marker sleeves 
Price Each 
Mfg. Part No. Size LD. Min | L.D.Max | Color} Qty | StockNo.|  1-49+ 
PO (Polyolefin), 3:1, 100 Marker Sleeves Per Roll 
PSPT-125-1-WT | 5.96mm x 25.78mm | 1.2mm | 2.8mm | White | 1 48F5388 = 
PSPT-187-1-WT | 8.5mm x 25.78mm | 1.6mm | 3.8mm | White} 1 48F5389 = 
PSPT-250-1-WT | 11.15mm x 25.78mm | 2.4mm | 5.46mm | White 1 48F5390 91.99 
> CONTINUED > 


Go online or call for non-compliant or = ROHS Compliant products. See page 2 


CABLE MANAGEMENT 


WIRE IDENTIFICATION & MARKING SYSTEMS 


PERMASLEEVE® HEAT-SHRINKABLE WIRE MARKER SLEEVES (CONT.) WIRE AND CABLE MARKING LABELS (CONT.) 


Price Each Price per 
Mfg. Part No. Size LD. Min | L.D.Max | Color} Qty | StockNo.[ 149+ Marker Spool 
PO (Polyolefin), 3:1, 100 Marker Sleeves Per Roll Mfg. Part No. Color Size Qty Stock No. 1+ 
@ PSPT-375-1-WT | 16.38mm x 25.78mm | 3.2mm | 8.13mm | White] 100 ] 042493 | 1435.99 Nylon (Polyamide) Cloth, Permanent Adhesive — Roll of 250 Labels 
@ PSPT-375-175-WT | 16.38mm x 44.83mm |3.18mm | 8.2mm | White] 100 | 10R6565 = @ WML-505-499 White 12.7mm x 19.05mm 1 48F5333 = 
@ PSPT-500-175-WT | 21.61mm x 44.83mm | 4.8mm | 11.43mm | White] 100 | 04H2499 | 209.99 @ WML-511-499 White 19.05mm x 25.4mm 250 25C5377 _ 
PIM 39397 @ WML-711-499 White 25.4mm x 25.4mm 1 48F5342 = 
_ Nylon (Polyamide) Cloth, Permanent Adhesive — Roll of 500 Labels 
@ WML-305-499 White 12.7mm x 12.7mm 1 48F5329 = 
tee eeee aie RINTED BRADY _ diay: setf Laminating — Roll of 100 Labels 
© Each book comes with 10 el ovis ° @ WML-511-292 White 25.4mm x 63.5mm 1 48F5335 = 
© Slim, lightweight, and pocket-size Gesinpian Vinyl, Self Laminating — Roll of 250 Labels 
© Easy to carry and easy to use @ WML-205-292-75 White 12.7mm x 19.05mm 1 48F5325 es 
©@ Includes a terminal marker with each wire marker @ WML-205-292-1 White 12.7mm x 25.4mm 7 48F5324 = 
@ WML-305-292 White 12.7mm x 31.75mm 1 48F5328 = 
@ WML-211-292-75 White 19.05mm x 25.4mm 1 48F5327 = 
@ WML-211-292-1 White 25.4mm x 25.4mm 1 48F5326 = 
Legend | Marker Pricelench @ WML-311-292 White 25.4mm x 31.75mm 250 04H5969 —_ 
Mfg. Part No. Legend Color | Color | Qty | StockNo. | 1.49% _@ WML-317-292 White 31.75mm x 38.1mm 1 48F5332 = 
Vinyl Cloth, Repositionable — 10 Each 1 to 45 Vinyl Cloth, Repositionable — Roll of 250 Labels 
@ PWM-PK-3 11045 Black White 4 48F5354 36.09 @ WML-505-502 White 12.7mm x 19.05mm 1 48F5334 = 
Vinyl Cloth, Repositionable — 10 Each A to Z, 0 to 15, +, -, / @ WML-511-502 White 19.05mm x 25.4mm 1 48F 5337 = 
@ PWM-PK2 AtoZ,0t015,+,-,/ | Black | White | 10 | 08H0481 | 36.09 @ WML-911-502 White 25.4mm x 31.75mm i 48F5347 = 
Vinyl Cloth, Repositionable — 45 Each 0 to 9 Vinyl Cloth, Repositionable — Roll of 500 Labels 
@ PWM-PK-1 0to9 Black White 4 48F5352 36.09 @ WML-305-502 White 12.7mm x 12.7mm 1 48F5330 = 
Vinyl Cloth, Repositionable — 6 Each 1 to 15, 4 Each 16 to 90, 2 Each A to Z, +, -,/, 0 PIM_39387 
@ PWM-PK-8 Ato Z, 0 to 15, 16 to 90, / Black White 1 48F5355 36.09 
PIM_39391 WM SERIES PRE-PRINTED WIRE MARKER CARDS OJ BRADY 
= @ 


TLS 2200®/TLS PC LINK® THERMAL TRANSFER 
PRINTABLE WIRE AND CABLE LABELS 


RoHS 
rou optim pliant 
Za) ® Available 


RoHS _ 
Compliant 
Available 


© Card-mounted wire markers withstand moderate 
heat, oil and dirt 

© Labels hold tightly to the wire 

© Can be re-used with ease if repositioning is 


© Choice of numbers or symbols — 36 markers 
per card 

® Consecutive numbers or letters — 1 marker of 
each legend per card 


in place 
Vinyl Cloth 
@ Repositionable viny! 


Vinyl 
© Self-laminating vinyl features white printable area 


with clear “tail” that wraps around marker cloth with semi-gloss finish 


© ‘Tail’ serves as overlaminate to protect the print; © Specially formulated top coat for very good thermal required © Sold in packages of 25 cards 
provides a smudge resistant matte finish transfer print quality Price per 
e Superior resistance to abrasion, solvents, water, e Rubber-based adhesive provides excellent holding Legend | Marker Pkg. 
. Eso agase ice aie power while easily repositioned or cleanly removed Mfg. PartNo. | Legend | Color Color Size Qty | Stock No. 1-44 
rylic adhesive keeps label firmly - — - 
Thermal transfer printable labels make wire and cable identification easy. Ideal for use with Brady's TLS 2200® Vinyl Cloth, Repositionable, Consecutive Letters — 1 Each Per Card, Pkg. of 25 Cards 
and TLS PC Link® thermal transfer portable printers; order separately, go online or call. @ WM-A-Z-PK AtoZ | Black | White | 6.35mm x 38.1mm 25 26R7573 | 62.99 
Price per Vinyl Cloth, Repositionable, Consecutive Numbers — 1 Each Per Card, Pkg. of 25 Cards 
Marker Spool @ WM-1-33-PK 1to33 | Black | White | 6.35mmx38.1mm} 25 | 26R7795 | 62.99 
Mfg. Part No. Color Size Qty Stock No. 1-49+ @ WM-34-66-PK | 34to66 | Black White | 6.35mmx38.1mm | 25 | 26R8438 62.99 
Vinyl, Self-Laminating — Roll of 100 Labels @ WM-67-99-PK | 67to99 | Black | White | 6.35mmx38.1mm | 25 | 26R8692 | 62.99 
@ PTL-31-427 White 25.4mm x 38.1mm 250 04H2707 63.99 Vinyl Cloth, Repositionable, Solid Numbers — 36 Per Card, Pkg. of 25 Cards 
@ PTL-33-427 White 38.1mm x 101.6mm 100 04H2737 = @ WM-5-PK 5 Black White | 6.35mmx38.1mm | 25 | 25R4073 62.99 
@ PTL-107-427 White 38.1mm x 50.8mm 100 04H2520 -— @ WM-9-PK 9 Black White | 6.35mmx38.1mm | 25 | 26R4635 62.99 
@ PTL-66-427 White 49.2mm x 80mm 100 04H2800 <= @ WM-0-PK 0 Black | White | 6.35mmx38.1mm | 25 | 26R7741 | 62.99 
Vinyl Cloth, Repositionable — Roll of 500 Labels @ WM-1-PK 1 Black | White | 6.35mmx38.1mm | 25 | 26R7773 | 62.99 
@ PTL-7-498 White 12.7mm x 12.7mm 500 04H2806 _ @ WM-2-PK 2 Black White | 6.35mmx38.1mm | 25 | 26R8079 62.99 
@ PTL-11-498 White 12.7mm x 19.05mm 500 04H2524 = @ WM-3-PK 3 Black | White | 6.35mmx38.1mm | 25 | 26R8327 | 62.99 
@ PTL-29-498 White 12.7mm x 38.1mm 500 04H2681 70.99 @ WM-4-PK 4 Black White | 6.35mmx38.1mm | 25 | 26R8580 62.99 
PIM_39399 @ WM-6-PK 6 Black White | 6.35mmx38.1mm | 25 | 26R8660 62.99 
@ WM-7-PK vi Black White | 6.35mmx38.1mm | 25 | 26R8702 62.99 
WIRE AND CABLE MARKING LABELS row BRADY @ WM-8-PK 8 Black White | 6.35mmx 38.1mm | 25 26R8734 62.99 
j a) ° Vinyl Cloth, Repositionable, Symbol — 36 Per Card, Pkg. of 25 Cards 
—— RoHS @ww-pis-PK | +(Plus) | Black | White | 6.35mmx381mm]| 25 | 27R0198 | 62.99 
Soret @WM-MIN-PK | -(Dash) | Black | White | 6.35mmx38.1mm | 25 | 27R0231 | 62.99 
PIM_39393 


@ Perfect for easy wire and cable identification 
@ Use on electronic components in control panels, 
on circuit boards and faceplates 


@ For use with the |.D. Pro™ Plus, LS2000 and 
BradyMarker® XC Plus printers 


> CONTINUED > 


1.800.463.9275 © newark.com 
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CABLE MANAGEMENT 
WIRE IDENTIFICATION & MARKING S 


SELF-LAMINATING WIRE-WRAP 

LABELING CARTRIDGES 

For Kroy® K Series Printers 

@ Ideal for marking wire and cable with connectors or 
after terminating 

© Transparent vinyl with white printable area 

@ Laminating wrap protects print 

@ Easy to use, simply wraps around wire 


4] Find Datasheets Online 


@ Indicates ROHS Compliant 


PRE-PRINTED WIRE-MARKER BOOKLETS 


© Self-sticking wire markers in convenient pocket-size booklets 

® Plastic-impregnated cloth resists dirt, moisture, and oil 

© Non-smear black legends on white background provide 
high visibility 

© Temperature range: —40° to +250°F 

© Perforated 38.1mm (1.5”) markers can be separated into 
half-length sizes for smaller gauge wire 


Vigan 


@ 


© Cartridge contains label material and thermal transfer 
resin ribbon 
@ For Kroy® K series printers including K5100, K4100, 
K2500, K2000, K2000-PC and K3000-PC. 
Marker Price Each Le Price Each 
, a gend | Marker LErice rach 
: Mfg. le Noi Color Size : Qty Stock No. 1-144 Mfg. Part No. Legend Color | Color Size Qty | Stock No. 1+ 
Vinyl, Fits Wire 10-12AWG, 227 Labels per Cartridge Nylon (Polyamide) Cloth, 10 Markers Each Legend 
2556707 White 254mm x 25.4mm 1 HOG TASY = 44-102 ]AtoZ/0 to 15/+] Black | White )6.35mmx 381mm] 1 | 35F2239] 24.74 
Vinyl, Fits Wire 16-22AWG, 275 Labels per Cartridge /-1(1) 
2556708 White 12.7mm x 25.4mm 1 1907440 = 44-103 1 to 45 Black | White | 6.35mm x 38.1mm] 1 | 35F2240 22.38 
Vinyl, Fits Wire 4-6AWG, 83 Labels per Cartridge 44-104 46 to 90 Black | White | 6.35mm x 38.1mm] 1 | 35F2241 21.74 
2556701 White 101.5mm x 25.4mm 1 19C7433 — Nylon (Polyamide) Cloth, 45 Markers Each Legend 
Vinyl, Fits Wire 6-10AWG, 110 Labels per Cartridge 44-101 0to9 Black | White |6.35mm x 38.1mm] 1 | 35F2238 | 25.45 
2556703 White 25.4mm x 63.5mm 1 1907435 = PIM_5600 
Vinyl, Fits Wire 8-12AWG, 160 Labels per Cartridge 
see 22 : scl = PANTHER™ LS8E AND LS8EQ HAND-HELD THERMAL vagy: 
PIM_62275 


POLYOLEFIN HEAT-SHRINK TUBE LABELING 
CARTRIDGES 
For Kroy® K Series Printers 


TRANSFER PRINTERS AND ACCESSORIES 


RoHS — 
Compliant 
Available 


© Continuous premium polyolefin heat-shrink RoHS — 
tubing Geetinoiat 
@ Ultra thin wall, cadmium-free with a 3:1 shrink vere 
ratio 
© Ideal for wire and cable identification 
© Operating temperature range: -40° F to +275° F : 
(135°C); up to 392°F (200°C ) for a short duration ; ish 
@ Flame-retardent, temperature-, chemical-, water- and abrasion-resistant LS8E LS8EQ with QWERTY Keypad 
© Cartridge contains tubing and black thermal transfer resin ribbon @ Produces high-quality industrial labels for automatic label recognition 
@ For Kroy® K series printers including K5100 and K4100 ® Label cut-to-length functionality eliminates waste @ Large graphic display with backlight for improved 
Price Each @ Partial cut feature provides tear-apart strips of visibility 
: : |-—_—_—__——__ labels © USB interface allows importing data, system 
Mfg. Part No. Size .D.Min | 1.D.Max | Color | Qty | Stock No. 1+ © Fast-loading label cassette includes both labels upgrades, printing from computers 
PO (Polyolefin), 3:1, Black on White and ribbon ; : ; © Compact, rugged and easy-to-use on site 
2470001 3.2mmx275m | 3.175mm | 3.2mm | White | 1 | 1907416 = © Casseftes contains an integrated memory device 
5 PanTher™ LS8E and LS8EQ hand-held, thermal transfer printers print self-laminating labels, heat-shrink labels, 
2470011 4.6mm x2.76m_|-4.763mm_| 4.8mm White ! ienral = flag labels, marker plates, continuous tapes and die-cut labels for wire and cable, patch panels, faceplates and 
2470021 64mmx2.75m | 64mm | 64mm | White | 1 1907418 =_ other network applications. LS8EQ model features an innovative QWERTY keypad for improved productivity. 
2470031 9.6mm x 2.75m | 9.525mm White 4 1907420 mae Select the printer that best fits your needs. Order additional printer accessories separately below. An assortment 
2470041 12.7mmx2,75m 127mm White 1 1907422 of P1™ label cassettes are available; go online or call. 
PO (Polyolefin), 3:1, Black on Yellow HEnicelESehy 
@ 2470002 | 32mmx275m | 3475mm] .._| Yelow|] 1 | 3101905 = Mfg. Part No. eas coment ee eae te 
@LS8E-KIT-ACS |L printer, 1 self-laminating label cassette, alkaline 652.28 
@ 2470012 4.8mm x 2.75m = = Yellow 1 3101906 == batteries, 120VAC power adapter, hard case, PC interface 
2470022 6.4mm x 2.75m 6.35mm ei Yellow 1 1907419 ae software, USB cable, bumper, wriststrap, guides 
2470032 9.6mm x 2.75m | 9.525mm o Yellow 1 19C7421 = @ LS8E-KIT LS8E printer, 1 self-laminating label cassette, 6 AA alkaline | 39M3230 | 599.26 
2470042 42.7mm x 2.75m 12.7mm . Yellow 1 4907423 a batteries, hard case, PC interface software, USB cable, 
au eae bumper, wriststrap, guides 
~ @LS8E LS8E printer, 1 self-laminating label cassette, 6 AA alkaline | 39M3229 522.43 
batteries, reference card 
POLYOLEFIN HEAT-SHRINK TUBE e @ LS8EQ-KIT-ACS | LS8EQ printer, 1 self-laminating label cassette, 6 AA alkaline | 17T6031 | 652.28 
LABELING CARTRIDGES batteries, 120VAC power adapter, hard case, PC interface 
For Kroy® TM600, TM650 AND 244ST Printers software, USB cable, bumper, wriststrap, guides 
. sete ha polyolefin heat-shrink tubing  @ pease a tubing and black thermal call rea pees pits efucts, “USB oe ees 
@ |deal for wire and cable identification - bumper, =e strap, guides - 
- @LS8EQ LS8EQ printer 1 self-laminating label cassette, 6 AA alkaline | 17T6030 522.43 
Price Each batteries, reference card 
Mfg. Part No: Size _ Color Qty Stock No. 1+ Accessories 
PO (Polyolefin), 3:1, Black on White parse Price Each 
2404201 3.2mm x 2.54m White 1 1907388 = Mfg. Part No. Type With Stock Now| tidal 
2an4ei0 Sonim x20 Wile d HGS) ae @LSBE-ACS | PowerAdapter, 120VAC_| LS8EandLSBEQPrinter | 41M8177 | 106.09 
2404220 6.4mm x 2.54m White 1 noeIs92 = LS8-CASE Hardside Carrying Case | LS8EandLS8EQPrinters | 67K8119 | 116.08 
PO (Polyolefin), 3:1, Black on Yellow LS8-CLN Cleaning Cassette Kit | LS8E andLS8EQ Printers | 67K8120 | 95.26 
2404202 3.2mm x 2.54m Yellow 1 19C7389 = pac oneds 
2404211 4.8mm x 2.54m Yellow 1 197391 ass ~ 
2404221 6.4mm x 2.54m Yellow 1 19C7393 eae 
aa TDP43ME THERMAL TRANSFER DESKTOP PRINTER = yyy 
Spire j 
Compliant 
Available 
> CONTINUED > 
652 Go online or call for non-compliant or“? ROHS Compliant products. See page 2 


TDP43ME THERMAL TRANSFER DESKTOP PRINTER (CONT.) 


Mfg. part no. TDP43ME 300 dpi thermal transfer desktop printer creates crisp, clear legends with superior 
legibility at speeds up to 4” per second. Compact, lightweight design enables use in office or remote locations. 
Use to print a wide variety of self-laminating labels, component labels, non-laminated labels, heat-shrink labels, 
marker plates and continuous tapes up to 4.25” wide. Printer comes complete with Panduit's Easy-Mark Plus™ 
labeling software, RMEH4BL hybrid black printer ribbon, AC power adapter with U.S. power cord, USB cable, 
user manual, Quick-Start card, and driver disk. Printer can also be used with Panduit's Pan-Mark® 2.5 for 
Windows® labeling software, other versions of Easy-Mark Plus™ labeling software and easy-loading hybrid and 
resin printer ribbons, order separately; go online or call. 


Price Each 
Mfg. Part No. Description Stock No. ‘he 
@ TDP43ME Thermal Transfer Desktop Printer 4374696 1860.30 
PIM_84226 


RIBBONS FOR TDP43ME THERMAL TRANSFER 


DESKTOP PRINTER 

Ribbons load easily into mfg. part no. TDP43ME thermal 
transfer desktop printer. Hybrid wax/resin ribbons are 
recommended for use with heat-shrink, self-laminating, 
Turn-Tell® labels, and tan polyimide, and vinyl cloth labels. 
Resin ribbons are recommended for use with polyester and 
white polyimide component labels, marker plates, raised 
panel labels, nylon cloth labels, and continuous vinyl tape. 


Panouit 
Gein | 

Compliant 

Available 


Price Each 
Mfg. Part No. Description StockNo. | 1-2* 
@ RMEH2BL Black Hybrid Wax/Resin Printer Ribbon, 2.25” W x 300’ L 5874245 39.23 
@ RMEH4BL Black Hybrid Wax/Resin Printer Ribbon, 4.25” W x 300' L 5874246 58.05 
@ RMER(1BL Black Resin Printer Ribbon, 1.1” W x 300’L 22AC4003 34.00 
@ RMER4BL Black Resin Printer Ribbon, 4.25” W x 300’ L 5874249 64.74 
PIM_84227 


EASY-MARK PLUS™ LABELING SOFTWARE 


Panpuit 
| 
Panouit 

Easy-Mark Plus™ 
Lab Software 


Print It Your Way! RoHS — 
© Flexibility to install the software version that best Compliant 
suits your needs Available 
© Choose from multiple media options: CD, USB 
Quickly generate labels with new and improved Easy-Mark Plus™ labeling software that is now even more 
powerful. Advanced features such as “drag and drop” functionality, auto font sizing and wizard tools help to 
create customized and informative labels to suit specific needs. Current Easy-Mark™ software users can still 
rely on the features they already like such as WYSIWYG (What You See Is What You Get) user interface, data 
import, symbol import, and pre-loaded label formats. Easy-Mark Plus™ software is designed for users who have 
advanced labeling needs for regulatory compliance, safety awareness, and improved production processes. 
Designed for Windows® XP, Vista, 7, 8, 8.1 or 10 operating systems, supports most Windows® printer drivers 
and is compatible with standard desktop printers including Panduit® TDP43ME thermal transfer printer; order 
separately, go online or call. System requirements 32 or 64 bit operating systems, 300MB hard drive space, 
2GB memory and Microsoft.NET Framework 4.0 or higher. Note: Additional requirements for networkable server 
base version only: Windows® server 2008 SP2, 2008 R2, 2012, or 2012 R2, 1GB hard drive space, and 3GB 
memory. 


flash drive, web download, or 
networkable server versions 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
EMPLUS-CD Easy-Mark Plus™ Labeling Software, CD-ROM Version |22AC4000| 412.78 


EMPLUS-SERVER | Easy-Mark Plus™ Labeling Software, Networkable Server | 22AC4002| 599.74 
Based Version 
@ EMPLUS-2GO Easy-Mark Plus™ Labeling Software, USB Flash Drive |06AC7702} 476.40 
Version 
@ EMPLUS-DL Easy-Mark Plus™ Labeling Software, Web Online| 22AC4001} 445.58 
Download Version 
PIM_5735396 


1.800.463.9275 © newark.com 


CABLE MANAGEMENT 
WIRE IDENTIFICATION & MARKING SYSTEMS 


WRITE-ON SELF-LAMINATING WIRE/CABLE MARKER PanNDUIT: 


DISPENSER KITS 

@ Handy dispenser protects markers GR 7 
Compliant 
Available 


when not in use 
© Clear section of marker overlami- 
nates and protects write-on legend 
@ Permanent black marking pen 
with fine tip 
@ Quick, easy to use for smaller 
installations and maintenance sre 
® |ndoor/outdoor rated conformable 
material 
® Temperature range: -40° to 150°F 
@ UL recognized 


Price Each 
Mfg. Part No. Contents Stock No. the 
@ S100X225VARY | 1 Label Dispenser, 100-Count Roll of Blank 25.4mmW x} 52K3179 | 51.98 
§7.15mmL White Write-On Self-Laminating Vinyl Cable 
Markers and 1 PFX-0 Black Permanent Marking Pen 
@S100X125VARY | 1 Label Dispenser, 200-Count Roll of Blank 25.4mmW x] 52K3174 50.46 


31.75mmL White Write-On Self-Laminating Vinyl Cable 
Markers and 1 PFX-0 Black Permanent Marking Pen 


PIM_13227 


P1™ SELF-LAMINATING LABEL CASSETTES 

For PanTher™ LS8E and LS8EQ Printers 

© |deal for wire and cable identification 

© Cassete contains white vinyl label material and black 
ribbon 

© Cassette has an integrated memory device for automat- 
ic label recognition 

@ Fast loading makes changing labels easy 

© Offers crisp, clear legends with superior legibility 

Clear overlaminate protects label for clear, permanent 

identification 


Compliant 
Available 


® Adhesive backing keeps label in place 
© For Panduit's PanTher™ LS8E and LS8EQ hand-held thermal transfer printers 
Marker Price Each 
Mfg. Part No. Color Size Qty Stock No. 1-4+ 
Vinyl, For 12-10 AWG, 225 Labels Per Cassette 
@ S100X125VAC White 25.4mm x 31.75mm 1 67K8417 69.99 
Vinyl, For 18-14 AWG, 450 Labels Per Cassette 
@ S050X075VAC White 12.7mm x 19.1mm 1 67K8413 73.47 
Vinyl, For 2-4 AWG, 75 Labels Per Cassette 
@ S100X400VAC White 25.4mm x 101.6mm 1 67K8422 55.15 
Vinyl, For 8-4 AWG, 125 Labels Per Cassette 
@ S100X225VAC White 25.4mm x 57.15mm 1 67K8421 67.99 
Vinyl, For Cat5E/6, 200 Labels Per Cassette 
@ S100X150VAC White 25.4mm x 38.1mm 1 67K8418 65.33 
PIM_84232 
SELF-LAMINATING LABELS 


For Laser and Ink Jet Printers 


Sepernan Pannuit 


Available 


High temperature resistance 
Temperature range: 0°F to 275°F (-18°C to 135°C) 


@ White print-on area with clear overlaminate pro- 
tects legend for clear, permanent identification 


© Durable polyester material does not stretch or Indoor/outdoor rated 
easily tear Supplied on 8.5” x 11” sheets 
© Preferred material for wire/cable labeling Ideal for both laser and ink jet printers 
Price per 
Marker Pkg. 
Mfg. Part No. Color Size Qty Stock No. 1+ 
PET (Polyester) 
@ S100X400YAJ White 25.4mm x 101.6mm 1000 083964 258.36 
@ S100X125YAJ White 25.4mm x 31.75mm 2500 08J3933 308.57 
@ LJSL5-Y3-1 White 25.4mm x 33.8mm 1000 65H5723 267.39 
@ S100X150YAJ White 25.4mm x 38.1mm 2500 08J3940 367.57 
@ S100X225YAJ White 25.4mm x 57.15mm 1000 02J8312 221.45 
PIM_84218 


P1™ CONTINUOUS VINYL LABELING TAPE CASSETTES 
For PanTher™ LS8E, LS8EQ and Cougar™ LS9 Printers 


Panouir 
Gein ‘ 

Compliant 

Available 


TERMINALS 


© Cassette contains vinyl label material and ribbon 

® Cassette has an integrated memory device for 
automatic label recognition 

@ Fast loading makes changing labels easy 

© Offers crisp, clear legends with superior legibility 

P1™ continuous vinyl labeling tape cassettes are ideal for creating custom pipe markers, voltage markers, 

terminal block labels, signs, bin markers and network ID labels. 


@ Use for flat label applications only 

© Continuous 7.6m (25’) length per cartridge 

© For Panduit's PanTher™ LS8E, LS8EQ and Cou- 
gar™ LS9 hand-held thermal transfer printers 


> CONTINUED > 
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CABLE MANAGEMENT @ Indicates RoHS Compliant 4] Find Datasheets Online 


WIRE IDENTIFICATION & MARKING SYSTEMS 


P1™ CONTINUOUS VINYL LABELING TAPE CASSETTES (CONT.) PAN-CODE™ PRE-PRINTED WIRE MARKER BOOKS (CONT.) 
Tape Tape [Price Each Legend | Marker Price Each 
Mfg. Part No. Width Length Color Stock No. 1-4+ Mfg. Part No. Legend Color | Color Size Qty | Stock No. 1-4+ 
Vinyl Vinyl Cloth, 45 Each Consecutive Numbers 
@ T038X000VPC-BK 10mm 7.6m Black on White 67K8728 52.31 @ PCMB-1 0to9 Black | White |5.6mmx34.9mm| 1 | 87F6093 30.04 
@ T050X000VPC-BK 12.7mm 7.6m Black on White 67K8731 52.31 Vinyl Cloth, 6 or 4 Ea. Consecutive Numbers and Letters, 2 Ea. Symbols 
@ T075X000VPC-BK 19.1mm 7.6m Black on White 67K8739 59.32 @PCMB-8 |AtoZ/0to15/16to} Black | White |5.6mmx34.9mm]| 1 | 87F4562 34.67 
@ T100X000VPC-BK 25.4mm 7.6m Black on White 67K8741 66.03 90/+/-I(1) 
PIM_82403 PIM_6464 
EZCODE® WIRE AND CABLE Thomasé&Betts 
pi™ i 8 — eee 
POLYOLEFIN HEAT-SHRINK LABEL CASSETTES PANDUIT PRINTABLE MARKER SHEETS 


For PanTher™ LS8E and LS8EQ Printers 


@ Ideal for cable and wire identification =) oureur. RoHS | EZCode® customize and personalize markers using aot ant 
© Cassette contains heat-shrinkable label material PATO Geptinpian information stored in word processors, automatic Available 
and black ribbon Available typewriters, or computer printers. Using pin-fed holes 
© Cassette has an integrated memory device for and fan-folded sheets that fit dot-matrix or laser 
automatic label recognition printable sheets, these markers can provide entire 
© Fast loading makes changing labels easy schematic wiring data, serial numbers, sequencing 
© Die- cut, flattened, Mil-grade polyolefin data, data coding, and routing and connecting 
© Feature a crisp, clear white printable area for information. Self-laminating polyester _ provides 
superior legibility maximum protection against most common elements. 
© 3:1 shrink ratio Sold in packages of 25 sheets. 
@ Meets MIL-M-81531, MIL-STD-202F Method 
215A, Solution A, C, D print performance 
requirements : - 
@ Meets UL Standard 224 for flammability Price per 
© Temperature rating: -67°F to 275°F (-55°C to 135°C) Marker Pkg. 
@ For Panduit's PanTher™ LS8E, LS8EQ hand-held thermal transfer printers Mfg. Part No. Color Size Qty Stock No. 1-9+ 
Price Each PET (Polyester), Self Laminating, For Dot-Matrix Printers — 1600 Markers Per Pkg. 
Mfg. Part No. Size LD. Min | 1D. Max | Color | Qty | Stock No. 1+ @ WES-12112 White 12.7mm x 38.1mm 25 87F991 222.59 
PO (Polyolefin), 3:1, 12.7mm (1/2”) Diameter, For 8-1 AWG, 75 Labels Per Cassette PET (Polyester), Self Laminating, For Dot-Matrix Printers — 800 Markers Per Pkg. 
@ H100X084H1C | 25.4mmx 21.34mm |} 4.32mm | 12.7mm | White | 4 1775891 129.38 @ WES-1112 White 25.4mm x 38.1mm 25 6516703 201.29 
PO (Polyolefin), 3:1, 3.175mm (1/8”) Diameter, For 22-16AWG, 100 Labels Per Cassette PET (Polyester), Self Laminating, For Laser Printers 
@ H100X025H1C | 6.4mm x 25.4mm 4mm | 3.3mm_ | White | 1 | 60M3742 69.84 @ WLP-1300 White 25.4mm x 76.2mm 25 16F1177 = 
PO (Polyolefin), 3:1, 4.763mm (3/16”) Diameter, For 18-12AWG, 100 Labels Per Cassette PET (Polyester), Self Laminating, For Laser Printers — 1200 Markers Per Pkg. 
@ H100X034H1C | 8.64mmx25.4mm | 1.52mm | 4.83mm | White | 1 | 47P0598 76.64 @ WLP-1112 White 25.4mm x 38.1mm 25 16F1175 = 
PO (Polyolefin), 3:1, 6.35mm (1/4”) Diameter, For 16-10AWG, 100 Labels Per Cassette PET (Polyester), Self Laminating, For Laser Printers — 2400 Markers Per Pkg. 
@ H100X044H1C | 11.18mm x 25.4mm | 2.03mm 6.35mm | White | 1 05N1500 91.97 @ WLP-12112 White 12.7mm x 12.7mm 25 16F1178 261.78 
PO (Polyolefin), 3:1, 9.525mm (3/8”) Diameter, For 12-6AWG, 75 Labels Per Cassette PET (Polyester), Self Laminating, For Laser Printers — 800 Markers Per Pkg. 
@ H100x064HiC | 16.3mmx25.4mm | 33mm | 965mm | White [ 1 | 3471608 | 113.86 @ WLP-1214 White 25.4mm x 57.2mm 25 16F1176 = 
PIM_18436 PIM_6450 
PAN-CODE™ PRE-PRINTED WIRE MARKER BOOKS PanDuIT’ EZCODE® PRE-PRINTED WIRE MARKER BOOKS 7fromas&Betts 
© Convenient, pocket-sized book are easy to carry and © Pocket-pack wire marker books are aaa 
easy to use RoHS | easy to carry and use RoHS 
@ Perforated, can be torn in half to mark both ends of = panourt| comptant © Convienient alpha, numeric legends compliant 


or blank write-on markers 

© Self- laminating vinyl markers stay 
clean and protected 

® Vinyl coated cloth markers resist 
abrasion, oil, water, and dirt 


conductors 
© Terminal block markers are included to ID connectors 
® 10 pages of markers per book 


Legend Marker Price Each 
Legend | Marker Price Each Mfg. Part No. Legend Color Color Qty | Stock No. 1-4+ 
Mfg. Part No. Legend Color | Color Size Qty | Stock No. 1-4+ Vinyl, Self-Laminating, Blank Write-On — 30 Markers, Marking Area 1 x 1” 
Vinyl Cloth, 10 Ea. Consecutive Numbers and Letters, 10 Ea. Symbols @ WM-BW3 fad .. | Transparent, White} 1 | 6772148 | 30.57 
@PCMB-16 |A/B/C/0 to 33/+} Black | White |5.6mmx34.9mm) 1 | 87F4567 | 34.67 Vinyl, Self-Laminating, Blank Write-On — 60 Markers, Marking Area 1 x 0.75” 
ied geek @ WM-BW5 = | Transparent, White] 1 ] 46F5972 | 30.57 
@PCMB2 |AtoZ/0to15/+/| Black | White [5.6mmx34.9mm| 1 | 87F6383| Vinyl, Self-Laminating — 10 Markers of Each 0 45 
-I(1) @ WMSL-0-45 0 to 45 Black | Transparent, White] 1 | 46F5967 34.46 
Vinyl Cloth, 10 Each Consecutive Numbers Vinyl Cloth, Standard — 10 Markers of Each 0 - 45 
@ PCMB-3 1 to. 45 Black | White |5.6mmx34.9mm] 1 | 87F6094 = @ WM-0-45 0 to 45 Black White 1 | 46F6503 | 35.71 
Vinyl Cloth, 150 Each Consecutive Letters Vinyl Cloth, Standard — 10 Markers of Each 46 - 90 
@ PCMB-5 AIBIC Black | White |5.6mmx34.9mm| 1 | 87F6385 | 34.67 @ WM-46-90 46 to 90 Black White 1_| 46F5980 | 31.66 
Vinyl Cloth, 150 Each Consecutive Numbers Vinyl Cloth, Standard — 10 Markers of Each Legend 
@ PCMB-4 1to3 Black | White |5.6mmx34.9mm| 1 | 87F6384 = @ WM-A-Z AtoZ/0to15/+/- Black White 1 | 46F5981 35.78 
Vinyl Cloth, 15 Ea. Consecutive Letter, 8 Ea. Symbols, 21 Ea. Blank (Write-On) @wM-A-33 | A/B/C/1to33/+/-/ L1/) Black White 1 | 46F5984 | 31.66 
@PCMB-12 | AtoZ/ +/-/Blank | Black | White ]5.6mmx34.9mm| 1 | 67F4566 | 35.70 : L2/L3/T4/ 12/73 
Vinyl Cloth, 15 Each Consecutive Numbers Vinyl Cloth, Standard — 46 Markers Per Page, Full Page of Each Legend 
@ PCMB-11 110 30 Black | White [5.6mmx34.9mm| 1 | 67F4565 | 35.70 bode Luste Ling Black White Ma SE || 
Vinyl Cloth, 45, 33 or 27 Ea, Symbols/Abbrevs, 21 Ea. Spare/Blank (Write-On) Vinyl Cloth, Standard — 6/Markers Each 0 - 15, 4 Each 16 + 90,2 Each A-Z 
@PCMB-13 |+/-/AC/DC/POS/] Black | White ]5.6mmx34.9mm| 1 | 83F7244| 38.27 WINER [NIN 21 0 11S GO | clack nite Ma 9 || 208 
NEG / GND / NEUT / PIM_6449 


SPARE / Blank 
Vinyl Cloth, 45 Ea. Consecutive Numbers, 15 Ea. Symbols 


@PCMB-25 |0to9/L1/L2/L3/T1] Black | White |5.6mmx34.9mm| 1 | 87F4568 | 34.67 
172173 


Vinyl Cloth, 45 Ea. Consecutive Numbers and Letters, 30 Ea. Symbols 
@pcmsB-9 |A/B/C/1/2/3/ L1} Black | White |}5.6mmx34.9mm] 1 | 87F4563 34.67 


(12/13/74 172/73 
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RAYCHEM CM-SCE S 
MARKER TAGS 


@ Side-entry provides access to big size wire bundles as well as retrofit and repair 


capability 

@ Highly flame-retardant 

@ Highly resistant to abrasion, 
fluids, lubricants and solvent 


@ Standard cable tie-wraps install markers 
e Excellent print permanence when printing on the 


rough side of marker 


CM-SCE series polyolefin ti 


tags are flat, rigid, non-adhesive labels that can 


ERIES POLYOLEFIN TIE-ON CABLE 


= 7E 


connectivity 
AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


mechanical abuses, 
iS 


ie-on cable marker 


RAYCHEM RPS SERIES COMMERCIAL-GRADE 
HEAT-SHRINKABLE WIRE IDENTIFICATION SLEEVES (CONT.) 


CABLE MANAGEMENT 


WIRE IDENTIFICATION & MARKING SYSTEMS 


be used to identify large cable and wire bundles 
in environments such as military and aerospace. 
Marker tags feature 4 tie-wrap holes and are easily applied to cable or wire bundles with standard cable ties; 
ordered separately, go online or call. Print performance meets or exceeds the requirements of SAE AS81531 
4.6.2 and MIL-STD-202F, Method 215J. Operating temperature range: -55°C to +135°C. Color: white. Sold in 
spools of 250 tags. 
Price per 
Marker Spool 
Mfg. Part No. Color Size Qty Stock No. 1+ 
PO (Polyolefin) 
@ CM-SCE-TP-1/4-4H-9 White 6.4mm x 50.8mm 250 17M9922 90.27 
@ CM-SCE-TP-1/2-4H-9 White {2.7mm x 50.8mm 250 17M9921 87.41 
@ CM-SCE-1/2-4H-9 White 12.7mm x 50.8mm 250 41M0765 237.66 


PIM_84713 


7200 IDENT THERMAL TRANSFER PRINTER AND 
ACCESSORIES 


Features: 
© Lightweight, portable — only 4kg (8.82 Ibs) 


sigs 


connectivity 


AUTHORIZED DISTRIBUTOR 


Price per 
Spool 
Mfg. Part No. I.D. Min I.D. Max Color Qty Stock No. 1+ 

PO (Polyolefin), 3:1, For 10-2 AWG 
@ RPS-10-2/2.0-9 4.22mm 12.7mm White 250 67K9472 379.95 
PO (Polyolefin), 3:1, For 16-10 AWG 
@ RPS-16-10/2.0-S1-9 241mm | 6.35mm | White 250 67K9474 116.27 
@ RPS-16-10/2.0-9 2.11mm 6.35mm White 250 67K9476 165.50 
PO (Polyolefin), 3:1, For 18-12 AWG 
@ RPS-18-12/2.0-S1-9 1.57mm 4.75mm White 250 67K9478 162.69 
@ RPS-18-12/2.0-9 1.57mm 4.75mm White 250 67K9480 = 
@ RPS-1K-18-12/2.0-9 1.57mm 4.75mm White 1000 35M3508 499.80 
PO (Polyolefin), 3:1, For 22-18 AWG 
@ RPS-22-18/2.0-S3-9 1.07mm 3.18mm White 250 80K8129 42.42 
@ RPS-22-18/2.0-S1-4 1.07mm | 3.18mm | Yellow | 250 67K9481 108.72 
@ RPS-22-18/2.0-9 1.07mm 3.18mm White 250 67K8987 61.56 
@ RPS-1K-22-18/2.0-9 1.07mm 3.18mm White 1000 41M0770 477.36 
PIM_84691 


RAYCHEM TMS-SCE SERIES MILITARY-GRADE 
HEAT-SHRINKABLE WIRE IDENTIFICATION SLEEVES 


© Permanent identification sleeves 
Computer-printable 

Lightweight for aerospace applications 

Military specification material/print performance 
3:1 shrink ratio 

VW all flame tubing test rated 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


© 
© Automatic calibration ‘ RoHS Quick recovery for heat-sensitive areas Al G 
© Simple ribbon and media loading procedure Compliant TMS-SCE : il de heat-shrinkati 
© Superior print position accuracy Available let al bedi eels 7 Lote a ene 
© Cutter and perforator option; order separately below Marxer, ‘sipeves: are. Made. rom, Crees: Tame: 
© Touch screen @) C € retardant, radiation cross-linked polyolefin. Printable ' 
@ Full DHCP (Dynamic Host Configuration Protocol) by dot matrix DE thermal transfer printers, the marks ‘ 
© USB 2.0 (full speed) are permanent immediately after printing and remain 
USB master ports on the front and back of printer legible even when exposed to abrasion, aggressive 
@ LAN 10/100 Base (Ethernet) connection cleaning solvents, and military fuels and oils. The sleeves meet the mark permanence requirements of SAE- 
Specifications: : shi os AMS-DTL-23053/5 classes 1 and 3, as well as SAE AS81531 4.6.2 and MIL-STD-202F both before and after 
Sprinting eis 30, 40. 50. 75. 100. 125mm/s © Operating system: Windows ; XP senate shrinking. Operating temperature range: -55°C to +135°C. UL recognized (Standard 224, file E35586), CSA 
19 Sp = JU, 40, 00, fo, 100, © Operating temperature range: 5°C to 40°C (40°F certified (file 31929). 
(recommended 50mm/s) to 104°F) : 
© Print width:108mm (4.25”) max. © Operating humidity: 25% to 85% non-condensing Price per 
@ Label width: 10 to 116mm (backing paper width) RH Spool 
© Label height: 6 to 1000mm ® ULlisted, CE compliant, FCC Class A, CB, CCC Mfg. Part No. Size 1.D. Min | 1.D. Max | Color | Qty | Stock No. 1+ 
° a 253mmW x 322mmD x wo Certification), GOST PO (Polyolefin), 3:1 
© Rated: 100V to 240V; 50/60Hz, 45W typical / © For TE identification marker sleeves, cable @ TMS-SCE-3/32-2.0-9 | 2.36mm x 50mm | 0.79mm | 2.36mm | White | 250 | 17M9323 99.71 
100W max. markers, and labels : @ TMS-SCE-1/8-2.0-4 3.18mm x 50mm | 1.07mm | 3.18mm | Yellow} 250 | 67K9537 128.01 
Be ae rere te © !deal low volume printing @ TMS-SCE-1/8-2.0-9 | 3.18mmx50mm | 1.07mm | 318mm | White | 250 | 41mo777 | 105.83 
7200 EC6996-000 Ident thermal transfer printer with 300dpi print head is the perfect solution for cable @ TMS-SCE-3/16- 4.75mm x 50mm | 1.57mm | 4.75mm | Yellow) 250 | 67K9538 | 173.64 
identification plus a whole range of basic labeling printing applications. The increased accuracy and added 2.0-S1-4 
flexibility of a movable media sensor extends the variety of products approved for this portable printer while @ TMS-SCE-3/16-2.0-9 | 4.75mmx 50mm | 1.57mm | 4.75mm | White | 250 | 67K9541 124.19 
reducing the number of misprints. Touch screen provides an easier user interface for set-up and enhances the @ TMS-SCE-1/4-2.0-4 6.35mmx50mm | 2.11mm | 6.35mm | Yellow! 250 | 67K9534 = 
user experience. Printer includes parallel communications cable, power supply, print head cleaning pen and - 
CD ROM user guide. Designed to print on a wide range of TE Connectivity identification marker sleeves, cable @ TMS-SCE-1/4-2.0-9 | 6.35mm x 50mm | 2.31mm | 5.46mm | White | 250 | 67K9535 | 155.55 
markers, and labels. Order WinTotal 5 or PEP-5 (Express, Pro, Suite) wire identification and basic labeling @ TMS-SCE-1/4- 6.35mm x 50mm | 2.114mm | 6.35mm | White | 250 | 17M9937 190.70 
printing software separately; go online or call. 2.0-S1-9 
Price Each @ TMS-SCE-3/8-2.0-4 9.53mm x 50mm | 3.18mm | 9.53mm | Yellow} 250 | 41M0783 = 
Mfg. Part No. Description Stock No. 1+ @ TMS-SCE-3/8-2.0-9 9.53mm x 50mm | 3.18mm | 9.53mm | White | 250 | 41M0784 214.46 
@ EC6996-000 7200 Thermal Transfer Label Printer 63W2510 = @ TMS-SCE-1/2-2.0-9 12.7mm x 50mm | 4.22mm | 12.7mm | White | 250 | 67K9532 173.14 
Accessories @ TMS-SCE-1/2-2.0-9- | 12.7mmx 50mm | 4.22mm | 12.7mm | White | 250 | 41M0776| 334.09 
Price Each cS2170 
Mfg. Part No. Description Stock No. 11-44 @ TMS-SCE-3/4-2.0-4 | 19.05mm x 50mm 6.35mm | 19.05mm | Yellow | 250 | 41M0781 = 
@ EC8456-000 7200 Ident Cutter - Cuts lengths up to 10mm 63W2511 906.15 @ TMS-SCE-3/4-2.0-9 | 19.05mm x 50mm |} 6.35mm | 19.05mm | White | 250 | 41M0782 | 469.20 
@ EC8926-000 7200 Ident DR4 Drive Roller 63W2513 180.21 @ TMS-SCE-1-1/2-2.0-9 | 25.4mm x 50mm | 19.05mm |} 38.1mm | White | 250 | 41M0773 | 943.20 
@ £C8869-000 7200 Ident Perforator - Max. Product Width of 45mm | 63W2512 | 1239.62 @ TMS-SCE-1-2.0-9 25.4mm x 50mm | 8.46mm | 25.4mm | White | 250 | 41M0775 | 425.50 
@ EC8927-000 7200 Ident Print Head - 300dpi 63W2514 459.05 @ TMS-SCE- 3.18mm x 50mm | 1.07mm | 3.18mm | White | 1000} 36C3108 | 244.68 
1K-1/8-2.0-9 
patente @ TMS-SCE- 475mm x 50mm | 1.57mm | 4.75mm | White | 1000] 82H2157 | 545.60 
1K-3/16-2.0-9 
RAYCHEM RPS SERIES COMMERCIAL-GRADE @ TMS-SCE- 6.35mm x 50mm | 2.114mm | 6.35mm | White | 1000) 41M0779 = 
HEAT-SHRINKABLE EY ¥ =TE fest 
WIRE IDENTIFICATION connectivity @ TMS-SCE- 9.53mm x 50mm | 3.18mm | 9.53mm | White | 1000} 41M0780 | 994.01 
1K-3/8-2.0-9 
BDEEVES NORE OSTNIS" @ TMS-SCE- 12.7mm x 50mm | 4.22mm | 42.7mm | White {1000 41m0778 | 1407.60 
RoHS 
Gepiinpan 1K-1/2-2.0-9 
Available PIM_84686 


@ Permanent identification sleeves 
© Computer-printable ® Good chemical and solvent resistance 

@ Excellent print performance © 3:1 shrink ratio 

RPS series commercial-grade heat-shrinkable marker sleeves are designed to meet commercial and industrial 
wire and cable identification needs. Made from durable, heat-shrinkable polyolefin. Meets the performance 
requirements of SAE-AMS-DTL-23053/5 classes 1 and 3 and SAE AS81531 4.6.2, MIL-STD-202F Method 215J 
specifications. A standard heat gun with reflector is used to shrink the sleeves onto the wire or cable. Operating 
temperature range: -30°C to +105°C. UL recognized (Standard 224, file E35586), CSA certified (file 31929). 
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© Configured for ease of kitting 


1.800.463.9275 © newark.com 


elementiu 655 


CABLE MANAGEMENT 
WIRE & CABLE TIES 


DOUBLE-SIDED, DOUBLE-LOCKING CABLE TIES p (O-POWER 


Natural 


Black UV-Resistant 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


RELEASABLE NYLON CABLE TIES (CONT.) 


Price per 
Geetinoiat Bundle Like | 
Available Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1-4+ 

AL Nylon (Polyamide), Black, 50 Ib 

@ SPC35320 125mm 4.5mm 25mm 100 71R4599 14.38 

@ SPC35321 150mm 4.5mm 35mm 100 71R4600 3.00 

@ SPC35322 200mm 4.5mm 50mm 100 71R4601 18.58 

@ SPC35323 250mm 4.5mm 65mm 100 71R4602 29.91 

@ SPC35324 300mm 4.5mm 80mm 100 71R4603 6.78 

PIM_176225 


© Double-locking molded teeth design on both sides  @ Available in popular natural or UV-resistant black 
provide greater tensile strength © Temperature range -40° to +185°F (40° to 85°C) STAINLESS STEEL CABLE TIES p <@) = POWER 
© Ideal for bundling wire, cable, hoses, duct and © Meets UL94V-2 flammability classification © Most popular sizes and tensile 
countless other applications © UL recognized component listing E125869 strengths RoHS _ 
© Constructed from durable nylon 6.6 material © Sold in package quantities listed in table below © Rugged stainless steel (304) i pomptant 
Price per construction 4 7 | 
Bundle Pkg. © Designed for high-temperature YA 
aun = SI applications a4 
Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1-4+ @ Made tough to handle severe 2 
Nylon 6.6 (Polyamide 6.6), Natural, 120 Ib environmental conditions i _ OA” 
@ SPC25009 381mm 6.35mm 101.6mm 50 06P9593 34.42 © Adjustable for tight, secure bundles 4 
Nylon 6.6 (Polyamide 6.6), Natural, 75 Ib pt eererer “os 
@ SPC25006 203.2mm 4.318mm 50.8mm 100 06P9588 2.01 4 
@ SPC25007 279.4mm_ | 4.318mm 76.2mm 100 06P9589 156.74 Price per 
@ SPC25008 355.6mm 4.318mm 101.6mm 100 06P9591 ce ; Bundle |__Pkg. 
© SPC23773 3556mm | 4318mm | 1016mm | 1000 | o8Ns169 | 348.57 5 ms. ae ot cath Wiatin <3 DisiMax Qty __|/ Stock No. es: 
UV-Resistant for Outdoor Use, Nylon 6.6 (Polyamide 6.6), Black, 75 Ib soe ~ a - ry mi ARE 
@ SPC23817 279.4mm | 4.318mm | 76.2mm 100 41N6784 3.19 ae Ue at 12.84 
@ SPC35310 266mm 4.6mm 69mm 100 71R4589 161.82 
iesealee © SPC35311 300mm | 4.6mm 80mm too | 7ira590 | 140.24 
@ SPC35312 362mm 4.6mm 102mm 100 71R4591 146.09 
NYLON CABLE TIE ASSORTMENT KITS p (O-POWER  espc3s313 szimm | 4.6mm | 162mm too__| 7iR4592 | 186.38 
Stainless Steel, 550 Ib 
Geptinoian @ SPC35314 t2imm | 7.9mm 25mm 100 71R4593__| 134.40 
naan @ SPC35315 201mm 7.9mm 51mm 100 71R4594 151.92 
@ SPC35316 266mm 7.9mm 69mm 100 71R4595 184.11 
@ SPC35317 300mm 7.9mm 80mm 100 71R4596 197.26 
@ SPC35318 362mm 7.9mm 102mm 100 71R4597 210.41 
@ SPC35319 521mm 7.9mm 152mm 100 71R4598 262.95 
SPC35327 PIM_176222 


Pose 
SPC35326 

Mfg. part no. SPC35327 400-pc. neon-colored standard nylon cable tie assortment kit includes: 200 4” long 
18-Ib. tensile strength ties consisting of 50 each in neon pink, neon orange, neon green and neon yellow; 100 6” 
long 40-lb. tensile strength ties consisting of 25 each in neon pink, neon orange, neon green and neon yellow; 
and 100 8" long 18-Ib. tensile strength ties consisting of 25 each in neon pink, neon orange, neon green and 
neon yellow. Packaged in a handy storage case. 

Mfg. part no. SPC35325 500-pc. standard nylon cable tie assortment kit includes: 200 4” long 18-Ib. tensile 
strength ties consisting of 100 in natural and 25 each in red, blue, yellow and black; 200 5.5” long 40-Ib. tensile 
strength ties consisting of 100 each in natural and black; and 100 7” long 40-lb. tensile strength ties consisting 
of 50 each in natural and black. Packaged in a handy storage container. 

Mfg. part no. SPC35236 650-pc. standard nylon cable tie assortment kit includes: 300 4” long 18-Ib. tensile 
strength ties consisting of 100 in natural and 50 each in red, blue, yellow and green; 300 8" long 18-Ib.tensile 
strength ties in natural and 50 11” long 50-Ib. tensile strength ties in natural. Packaged in a handy storage 
container. 


SPC35325 


STANDARD NYLON CABLE TIES 


XY 


\ 


Black 


Pro-POWER 


RoHS — 
Compliant 
Available 


Natural 


eae © Perfect for indoor general-purpose applications © Adjustable for tight, secure bundles 
an © Large selection of sizes and tensile strengths © Fast and easy installation 
Mfg. Part No. Description Contents Stock No. 1-9+ ® Durable nylon construction © Sold in package quantities indicated in tables 
@ SPC35327 | 400-Pc. Cable Tie Assortment Kit } 200 of 4” L Cable Ties, 100 Each | 71R4606 10.89 © Choice of popular natural or black below. 
of 6” L, and 8” L Cable Ties in ERAT 
Storage Case Bun Pkg. 
@ SPC35325 | 500-Pc. Cable Tie Assortment Kit | 200 Each of 4” Land 5.5" L| 71R4604| 7.62 ; ee = 
Cable Ties and 100 7” L Cable Mfg. Part Nee Length Width Dia. Max. Qty Stock No. 1-4+ 
Ties in Storage Jar Nylon (Polyamide), Black, 120 Ib 
@ SPC35326 | 650-Pc. Cable Tie Assortment Kit | 300 Each of 4” L and 8" L Cable | 71R4605 | 41.37 @ SPC35241 203mm 7.6mm 52mm 100 71R4520 a 
Ties and sy wb oa Ties in @ SPC35257 203mm 7.6mm 52mm 1000 7AR4536 239.55 
porageivah @ SPC35242 300mm | 7.6mm 80mm 100 7AR4521 4.20 
EM Yee © SPC35243 380mm | _7.6mm 105mm 100 71R4522_| 55.05 
Nylon (Polyamide), Black, 175 Ib 
RELEASABLE NYLON CABLE TIES p (O-POWER espc35244 450mm | 8mm 428mm 100 71R4523 | 58.86 
© Releasable and reusable Nylon (Polyamide), Black, 18 Ib 
© Ideal for development, production or RoHS | 80mm 2.4mm 16mm 100 71R4503 
servicing in the field when change Gee iimoint SsrCs0274 esi 
is anticipated @ SPC35245 80mm 2.4mm 16mm 1000 71R4524 23.72 
@ Adjustable for tight, secure bundles @ SPC35225 100mm 2.4mm 22mm 100 71R4504 2.62 
© Durable nylon construction © SPC35246 f0Omm | 2.4mm 2amm 1000 | _71R4525 26.12 
@ Fast and easy installation 
© Sold in packages of 100 @ SPC35226 142mm 2.4mm 36mm 100 71R4505 0.55 
@ SPC35247 142mm 2.4mm 35mm 1000 71R4526 43.31 
@ SPC35227 165mm 2.4mm 43mm 100 71R4506 6.24 
@ SPC35248 165mm 2.4mm 43mm 1000 71R4527 60.53 
@ SPC35228 203mm 2.4mm 55mm 100 71R4507 6.59 
@ SPC35249 203mm 2.4mm 55mm 1000 71R4528 64.02 
> CONTINUED > > CONTINUED > 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


CABLE MANAGEMENT 


WIRE & CABLE TIES 


STANDARD NYLON CABLE TIES (CONT.) WEATHER-RESISTANT NYLON CABLE TIES (CONT.) 

Price per Price per 

Bundle Pkg. Bundle Pkg. 
Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1-4+ Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1-4+ 
Nylon (Polyamide), Black, 40 Ib Nylon (Polyamide), Black, 120 Ib 
@ SPC35229 142mm 3.2mm 34mm 100 71R4508 —_ @ SPC35283 203mm 7.6mm 52mm 100 71R4562 27.56 
@ SPC35250 142mm 3.2mm 34mm 1000 71R4529 56.09 @ SPC35307 203mm 7.6mm 52mm 1000 71R4586 275.50 
@ SPC35230 203mm 3.6mm 53mm 100 71R4509 8.87 @ SPC35284 240mm 7.6mm 61mm 100 71R4563 32.37 
@ SPC35251 203mm 3.6mm 53mm 1000 71R4530 80.12 @ SPC35308 240mm 7.6mm 61mm 1000 71R4587 323.76 
@ SPC35231 250mm 3.6mm 68mm 100 71R4510 2.61 @ SPC35285 300mm 7.6mm 80mm 100 71R4564 39.34 
@ SPC35252 250mm 3.6mm 68mm 1000 71R4531 125.60 @ SPC35286 340mm 7.6mm 92mm 100 71R4565 48.17 
@ SPC35232 292mm 3.6mm 82mm 100 71R4511 16.30 @ SPC35287 380mm 7.6mm 105mm 100 71R4566 2.84 
@ SPC35253 292mm 3.6mm 82mm 1000 71R4532 144.77 Nylon (Polyamide), Black, 18 Ib 
@ SPC35237 300mm 4.8mm 83mm 100 71R4516 19.55 @ SPC35258 75mm 2.4mm 15mm 100 71R4537 Dae 
@ SPC35233 368mm 3.6mm 105mm 100 71R4512 17.02 @ SPC35288 75mm 2.4mm 15mm 1000 71R4567 27.08 
Nylon (Polyamide), Black, 50 Ib @ SPC35289 100mm 2.4mm 22mm 1000 TAR4568 28.93 
@ SPC35234 160mm 4.8mm 39mm 100 71R4513 8.64 @ SPC35259 100mm 2.5mm 22mm 100 71R4538 0.56 
@ SPC35254 160mm 4.8mm 39mm 1000 71R4533 76.21 @ SPC35290 120mm 2.5mm 28mm 1000 71R4569 8.33 
@ SPC35235 190mm 4.8mm 49mm 100 71R4514 10.19 @ SPC35291 142mm 2.4mm 35mm 1000 71R4570 49.70 
@ SPC35255 190mm 4.8mm 49mm 1000 71R4534 101.82 @ SPC35260 142mm 2.5mm 35mm 100 71R4539 Loi 
@ SPC35236 203mm 4.6mm 52mm 100 71R4515 1.27 @ SPC35292 160mm 2.4mm 43mm 1000 71R4571 71.63 
@ SPC35256 203mm 4.8mm 52mm 1000 71R4535 96.35 @ SPC35261 160mm 2.5mm 43mm 100 71R4540 TAT 
@ SPC35238 368mm 4.8mm 105mm 100 71R4517 23.24 @ SPC35293 203mm 2.4mm 55mm 1000 71R4572 9.02 
@ SPC35239 450mm 4.8mm 131mm 100 71R4518 Sion @ SPC35262 203mm 2.5mm 55mm 100 71R4541 7.57 
@ SPC35240 550mm 4.8mm 162mm 100 71R4519 63.78 @ SPC35263 400mm 2.5mm 116mm 100 71R4542 26.35 
Nylon (Polyamide), Natural, 120 Ib Nylon (Polyamide), Black, 40 Ib 
@ SPC35207 203mm 7.6mm 52mm 100 71R4486 23.96 @ SPC35264 120mm 2.5mm 28mm 100 71R4543 5.92 
@ SPC35208 300mm 7.6mm 80mm 100 71R4487 34.22 @ SPC35294 142mm 3.175mm 34mm 1000 71R4573 72.95 
@ SPC35209 380mm 7.6mm 105mm 100 TAR4488 50.05 @ SPC35265 142mm 3.2mm 34mm 100 71R4544 = 
Nylon (Polyamide), Natural, 175 Ib @ SPC35266 150mm 3.6mm 36mm 100 71R4545 1.39 
@ SPC35210 450mm 8mm 128mm 100 71R4489 58.85 @ SPC35295 150mm 3.6mm 36mm 1000 71R4574 67.71 
Nylon (Polyamide), Natural, 18 Ib @ SPC35267 180mm 3.6mm 46mm 100 71R4546 10.33 
@ SPC35190 80mm 2.4mm 16mm 100 71R4469 2.38 @ SPC35296 180mm 3.6mm 46mm 1000 71R4575 93.33 
@ SPC35211 80mm 2.4mm 16mm 1000 71R4490 23.72 @ SPC35297 203mm 3.175mm 53mm 1000 71R4576 4.50 
@ SPC35212 100mm 2.4mm 22mm 1000 71R4491 26.12 @ SPC35268 203mm 3.2mm 53mm 100 71R4547 10.19 
@ SPC35191 100mm 2.5mm 22mm 100 71R4470 2.62 @ SPC35269 250mm 3.6mm 68mm 100 71R4548 16.26 
@ SPC35192 142mm 2.4mm 35mm 100 71R4471 4.45 @ SPC35298 250mm 3.6mm 68mm 1000 71R4577 143.63 
@ SPC35213 142mm 2.4mm 35mm 1000 71R4492 3.85 @ SPC35270 265mm 3.6mm 68mm 100 71R4549 17.28 
@ SPC35193 165mm 2.4mm 43mm 100 71R4472 6.24 @ SPC35299 265mm 3.6mm 68mm 1000 71R4578 168.05 
@ SPC35214 165mm 2.4mm 43mm 1000 71R4493 60.53 @ SPC35271 292mm 3.6mm 82mm 100 71R4550 = 
@ SPC35194 203mm 2.4mm 55mm 100 71R4473 6.59 @ SPC35300 292mm 3.6mm 82mm 1000 71R4579 166.47 
@ SPC35215 203mm 2.4mm 55mm 1000 71R4494 64.02 @ SPC35272 330mm 3.6mm 93mm 100 71R4551 19.41 
Nylon (Polyamide), Natural, 40 Ib @ SPC35273 368mm 3.6mm 105mm 100 71R4552 19.56 
@ SPC35195 142mm 3.2mm 34mm 100 71R4474 6.36 Nylon (Polyamide), Black, 50 Ib 
@ SPC35216 142mm 3.2mm 34mm 1000 71R4495 61.68 @ SPC35301 120mm 4.8mm 22mm 1000 71R4580 74.69 
@ SPC35196 203mm 3.6mm 53mm 100 71R4475 8.87 @ SPC35275 160mm 4.8mm 39mm 100 71R4554 10.69 
@ SPC35217 203mm 3.6mm 53mm 1000 T1R4496 80.12 @ SPC35302 160mm 4.8mm 39mm 1000 71R4581 99.17 
@ SPC35197 250mm 3.6mm 68mm 100 71R4476 14.14 @ SPC35276 190mm 4.8mm 49mm 100 71R4555 11.71 
@ SPC35218 250mm 3.6mm 68mm 1000 71R4497 16.83 @ SPC35303 190mm 4.8mm 49mm 1000 71R4582 105.83 
@ SPC35198 292mm 3.6mm 82mm 100 71R4477 16.30 @ SPC35277 203mm 4.8mm 52mm 100 71R4556 12.26 
@ SPC35219 292mm 3.6mm 82mm 1000 71R4498 20.16 @ SPC35304 203mm 4.8mm 52mm 1000 71R4583 110.81 
@ SPC35199 368mm 3.6mm 105mm 100 71R4478 3.13 @ SPC35278 250mm 4.8mm 68mm 100 71R4557 19.28 
Nylon (Polyamide), Natural, 50 Ib @ SPC35305 250mm 4.8mm 68mm 1000 71R4584 Ae 
@ SPC35200 160mm 4.8mm 39mm 100 71R4479 8.64 @ SPC35279 280mm 4.8mm 77mm 100 71R4558 20.39 
@ SPC35220 160mm 4.8mm 39mm 1000 71R4499 7.06 @ SPC35306 280mm 4.8mm 77mm 1000 71R4585 181.17 
@ SPC35201 190mm 4.8mm 49mm 100 71R4480 10.19 @ SPC35280 310mm 4.8mm 86mm 100 71R4559 22.60 
@ SPC35221 190mm 4.8mm 49mm 1000 71R4500 92.03 @ SPC35281 368mm 4.8mm 105mm 100 71R4560 4.57 
@ SPC35202 203mm 4.8mm 52mm 100 71R4481 11.50 @ SPC35282 450mm 4.8mm 131mm 100 71R4561 43.01 
@ SPC35222 203mm 4.8mm 52mm 1000 71R4501 96.35 PIM_176224 
@ SPC35203 300mm 4.8mm 83mm 100 71R4482 3.60 ee ————— Ss 
@ SPC35204 368mm 4.8mm 105mm 100 71R4483 21.56 
@ SPC35205 450mm 4.8mm 131mm 100 71R4484 37.37 ve oo RT; ue at WOW TAND'VTZT SERIES GAEEE p ro zz POWER 
@ SPC35206 550mm 4.8mm 162mm 100 71R4485 63.85 RoHS 
ZZ, omar 


er resistance to UV light 
© Adjustable for tight, secure bundles 
Fast and easy installation 
© Sold in package quantities listed 
below 


PIMEN (621s mess VHRT, VHST, VUVT, VTZT series Avaliable 
ied aria NYLON CABLE TIES p ro- POWER Ladder Style eae 
Ideal for outdoor use Wgusa 
@ Resistant to UV light Gein 
© Large selection of sizes and tensile Gee einpiat 
strengths 
@ Durable weather-resistant nylon 
with Carbonate A added for a great- 
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WIRE & CABLE TIES 


VRT, VHRT, VHST, VUVT AND VTZT SERIES CABLE TIES (CONT.) VRT, VHRT, VHST, VUVT AND VTZT SERIES CABLE TIES (CONT.) 
Mfg. part nos. 1703, 1704 Ladder perforated style @ VRT series is for general-purpose indoor applica- 
offers more flexibility than standard tie; UL94V-2 tions; UL94V-2 flammability; -40°F to +185°F Price per 
flammability; -40°F to +185°F; Not tool installable © @ VTZT series are for high-temperature, chemical, Bundle Pkg. 
@ VHRT series for pl enum wiring applications; low radiation applications; -50°F to +302°F ; Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1-4+ 
e ee indoor appli- : brated oleh dale uarer ng VUVT Series Weather Resistant, Nylon 6.6 (Polyamide 6.6), Black, 120 Ib 
cations; UL94V-2 flammability; 40°F to +220°F © Sold in package quantities listed below @ VUVT-34H-L 390.63mm 772mm 101.6mm 50 46N2678 = 
Prceper @ VUVT-34H-C 390.63mm | 7.72mm | 101.6mm | 100 46N2687 = 
Bundle Pkg. @ 8409-0339 756.3mm 7.6mm 222.3mm 50 16N829 = 
Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1-4+ VUVT Series Weather Resistant, Nylon 6.6 (Polyamide 6.6), Black, 18 Ib 
Ladder Style, Nylon 6.6 (Polyamide 6.6), Natural, 40 Ib @ VUVT-05M-C 85.93mm 2.21mm 15.88mm 100 46N2670 = 
1703 177.8mm 3.556mm 44.45mm 100 92N3613 - @ VUVT-05M-M 86.93mm 2.21mm 15.88mm 1000 46N2679 -- 
1704 279.4mm 3.556mm 76.2mm 100 92N3614 2.47 @ VUVT-06M-C 102.16mm 2.46mm 19.05mm 100 46N2671 -— 
VHRT Series Halar®, ECTFE (Ethylene Chlorotrifluoroethylene) Fluoropolymer, Red, 14 Ib @ VUVT-06M-M 102.16mm 2.46mm 19.05mm 1000 46N2680 = 
@ 8409-0358 102.36mm 2.51mm 19.05mm | 100 16N848 18.99 @ VUVT-11M-C 201.14mm 2.49mm 50.8mm 100 46N2672 = 
VHRT Series Halar®, ECTFE (Ethylene Chlorotrifluoroethylene) Fluoropolymer, Red, 40 Ib @ VUVT-11M-M 201.14mm 2.49mm 50.8mm 1000 46N2681 = 
@ 8409-0359 203.23mm 4.47mm 44.45mm 100 16N849 _ VUVT Series Weather Resistant, Nylon 6.6 (Polyamide 6.6), Black, 30 Ib 
VHST Series Heat-Stabilized, Nylon 6.6 (Polyamide 6.6), Black, 18 Ib @ VUVT-101-C 151.25mm 3.57mm 31.75mm 100 46N2673 12.75 
@ 8409-0365 83mm 2.3mm 16mm 100 16N855 - @ VUVT-10I-M 151.25mm 3.57mm 31.75mm 1000 46N2682 —_ 
@ 8409-0366 83mm 2.3mm 16mm 1000 16N856 _ VUVT Series Weather Resistant, Nylon 6.6 (Polyamide 6.6), Black, 40 Ib 
@ 8409-0367 102.16mm 2.46mm 19.05mm 100 16N857 = @ VUVT-16S-C 214.84mm 4.05mm 50.8mm 100 46N2675 = 
@ 8409-0368 102.16mm 2.46mm 19.05mm 1000 16N858 — @ VUVT-16S-M 214.84mm 4.05mm 50.8mm 1000 46N2684 = 
@ 8409-0369 140mm 2.46mm 31.75mm 100 16N859 = @ 8409-0380 293.22mm 4.01mm 76.2mm 100 16N870 = 
@ 8409-0370 140mm 2.46mm 31.75mm__| 1000 16N860 aa @ 8409-0386 367.99mm | 3.99mm | 101.6mm 100 16N876 = 
@ 8409-0372 201.14mm 2.49mm 50.8mm 100 16N862 0.70 @ 8409-0389 367.99mm 3.99mm 101.6mm 1000 16N879 = 
@ 8409-0374 201.14mm 2.49mm 50.8mm 1000 16N864 _ VUVT Series Weather Resistant, Nylon 6.6 (Polyamide 6.6), Black, 50 Ib 
VHST Series Heat-Stabilized, Nylon 6.6 (Polyamide 6.6), Black, 30 Ib @ VUVT-161-C 205.25mm 4.67mm 44.45mm 100 46N2674 = 
@ 8409-0375 151.25mm 3.57mm 31.75mm 100 16N865 0.68 @ VUVT-16I-M 205.25mm 4.67mm 44.45mm 1000 46N2683 — 
@ 8409-0376 151.25mm 3.57mm 31.75mm 1000 16N866 15.00 @ VUVT-22S-M 302.67mm 4.66mm 76.2mm 1000 46N2685 = 
VHST Series Heat-Stabilized, Nylon 6.6 (Polyamide 6.6), Black, 40 Ib @ VUVT-36S-C 391.28mm 473mm 101.6mm 100 46N2677 = 
@ 8409-0377 214.84mm 4.05mm 50.8mm 100 16N867 = @ VUVT-36S-D 391.28mm 4.73mm 101.6mm 500 46N2686 = 
@ 8409-0378 214.84mm_ | 405mm | 0.8mm | 1000 |  16N868 = Bi eia 
@ 8409-0381 293.22mm 4.01mm 76.2mm 100 16N871 — - 
@ 8409-0384 293.22mm 4.01mm 76.2mm 1000 16N874 — 
@ 8409-0383 293.22mm 4.01mm 76.2mm 1000 16N873 = ADHESIVE-BACKED CABLE TIE HOLDERS e ro a POWER 
@ 8409-0387 367.99mm 3.99mm 101.6mm 100 16N877 es Rots 
VHST Series Heat-Stabilized, Nylon 6.6 (Polyamide 6.6), Black, 50 Ib 6 & C4 Geena 
@ 8409-0392 205.25mm 4.67mm 44.45mm 1000 16N882 = Ss y 
@ 8409-0393 302.67mm 4.66mm 76.2mm 100 16N883 5.42 NY SKA 
@ 8409-0394 302.67mm 4.66mm 76.2mm 1000 16N884 ex ge é 
@ 8409-0395 391.28mm 4.73mm 101.6mm 100 16N885 eas 4-Way Entry Swivel Base 
@ 8409-0396 391.28mm 4.73mm 101.6mm 500 16N886 26.34 2-Way Entry 
VRT Series General Purpose, Nylon 6.6 (Polyamide 6.6), Natural, 120 Ib Adhesive back for securement. Tensile strength 18-50 Ibs. Sold in package quantities listed below. 
@ VRT-34H-L 390.63mm 7.72mm 101.6mm 50 78N511 ae Aa! 
@ VRT-34H-C 390.63mm 7.72mm 101.6mm 100 78N541 ae Mfg, Part No. Width Length Célor pe aty Getty [es | 
@ 8409-0338 756.3mm 7.6mm 222.3mm 50 16N828 ea ee  — oO OOOO Sn 
- - Nylon 6.6 (Polyamide 6.6) - 4-Way Entry 
VRT Series General Purpose, Nylon 6.6 (Polyamide 6.6), Natural, 175 Ib ©2587 12mm | 12.7mm | Natural | Adhesive 700 92N4802 Wee 
ene eoe:pinit = |_#8-fomni= | tse | 2 INES = @ VRTH-05A 191mm | 191mm | Natural | Adhesive | 100 | 81N2596 = 
VRT Series General Purpose, Nylon 6.6 (Polyamide 6.6), Natural, 18 Ib © 2408-1024 191mm | 494mm | Natural | Adhesive | 1000 | 16N8736 = 
SVRTC Sa | i) ae eee = VRTH-10-A | 21.2mm | 212mm | Natural | Adhesive | 100 | 50N4897 | 26.65 
ORTON B.e3mm_ | 22tmm | 12.05mm | 1000 [maeaniee2 = 8413-1034 212mm | 212mm | Natural | Adhesive | 1000 | 46N8750 = 
SVR IDOMEL {026mm | 246mm _|_19.05mm_| 100 ast = @ VRTH-O7A 254mm | 254mm | Natural | Adhesive | 100 | 1N2598 = 
evi oe 10216mm_| 246mm | 19.05mm _} 1000 _TiaASNSSS z= VRTH-12-SA | 27.7mm | 27.7mm | Natural | Adhesive | 100 | 50N4808 | 49.19 
SVRTIUIMG (414mm _| 246mm | 31.75mm_| 100 ae = © 2585 50.8mm | 50.8mm | Natural | Adhesive | 100 | 92N4800 = 
; ane — — ——— — - - ip Nylon 6.6 (Polyamide 6.6) - Swivel Base, Two 4.8mm Dia. Mounting Holes 
- @ VRTH-04A 25.4mm | 25.4mm | Natural Adhesive 100 37N2110 _ 
@VR eu 201.14mm 2.49mm seen 1000 78N530 — PPO (Polyphenylene Oxide), PS (Polystyrene) - 2-Way Entry 
VRT Series General Purpose, Nylon 6.6 (Polyamide 6.6), Natural, 30 Ib © VRTH-02 %2mm | 475mm] White | Adhesive | 100 23N3670 = 
ee 
@ 2588 26.2mm | 26.2mm White Adhesive | 1000 92N4803 — 
VRT Series General Purpose, Nylon 6.6 (Polyamide 6.6), Natural, 40 Ib PAABGEt 
@ VRT-16S-M 214.84mm 4.05mm 50.8mm 1000 78N538 eas = 
@ 8409-0379 293.22mm 4.01mm 76.2mm 100 16N869 = 
© 8409-0382 293.22mm | 4.01mm 76.2mm | 1000 16N872 = CABLE TIES Gein e rO-POWER 
@ 8409-0388 367.99mm 3.99mm 101.6mm 1000 16N878 — Available 
VRT Series General Purpose, Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib 
@ VRT-16I-C 205.25mm 4.67mm 44.45mm 100 78N518 — 
@ VRT-16I-M 205.25mm 4.67mm 44.45mm 1000 78N531 34.14 
@ VRT-228-C 302.67mm | 4.66mm 76.2mm 100 78N509 = Fig, 2 Push Mount 


poe 4 Screw Mount 


@ VRT-22S-M 302.67mm 4.66mm 76.2mm 1000 78N539 eas 
Fig. 3 Flag/Marker 
@ VRT-36S-C 391.28mm 4.73mm 101.6mm 100 78N510 = 
@ VRT-36S-D 391.28mm 4.73mm 101.6mm 500 78N540 197.55 ~~ 
VTZT Series Tefzel®, ETFE (Ethylene Tetrafluoroethylene), Blue, 50 Ib 


Fig. 5 Flag/Marker 
@ 8409-0361 201mm 4.7mm 50mm | 100 16N851 = Fig. 6 Beaded 


~ 4 Flag/Marker 


Figs. 7, 8 Releasable a 9 Hook-and-Loop 


Fig. 1 — VMT series screw-mount cable ties for secure mounting with screw or bolt 
Fig. 2 — VPMT series push-mount self-fastening cable ties snap quickly into mounting hole; panel thickness 
2.29mm; 5.59mm max. hole dia. 


> CONTINUED > > CONTINUED > 


658 — Go online or call for non-compliant or ROHS Compliant products. See page 2 


CABLE MANAGEMENT 


WIRE & CABLE TIES 


CABLE TIES (CONT.) HOOK-AND-LOOP AND TWIST-LOCK CABLE TIES (CONT.) 
Figs. 3, 4, 5 —VFMT series flag and marker cable ties to identify wire. Can be marked using type TNMP-0 SPC Releasable, adjustable, and reusable. Operating temperature: 120°. Not tool installable. Colors: black and blue; 
marker pen; order separately; go online or call other colors available, go online or call. Sold in 4.57m (15’) rolls. 
Fig. 6 — BT series beaded cable ties in assorted colors. Thread tie through loop head, pull tight, and lock in Figs. 1, 2— Hook-and-Loop Ties and Continuous Rolls 
place. Releaseable, removable and prevents slipping 
Fig. 7 — VRTR series standard releasable cable ties are adjustable andremovable and reusable; Release by Bundle Price Each 
pressing tab . , , Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1-9+ 
nected part no. 2603 quick releasable cable ties are adjustable, removable and reusable; Release by Black, Fig. 1 — D-Ring Hook-and-Loop Releasable Ties, Polyethylene Hook and Nylon Loop 
Fig. 9 — Mfg. part no. 8408 hook-and-loop releasable cable ties easily wrap and unwrap @ SPC5352 304.8mm 25.4mm 76.2mm 1 50N935 = 
Price per @ SPC5359 381mm 25.4mm 101.6mm 1 50N942 —_ 
Bundle Pkg. Black, Fig. 2— Hook-and-Loop Continuous Rolls , Polyethylene Hook and Nylon Loop 
Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1-4+ @ SPC5325 457m 25.4mm as 1 50N691 —_ 
Fig.1 — VMT Series #4 Screw Mount Ties, Nylon 6.6 (Polyamide 6.6), Natural, 18 Ib Blue, Fig. 2— Hook-and-Loop Continuous Rolls , Polyethylene Hook and Nylon Loop 
@ 8409-0342 110.79mm 2.49mm 19.05mm 100 16N832 — @ SPC5326 4.57m 25.4mm asd 1 50N692 = 
Fig.1 — VMT Series #8 Screw Mount Ties, Nylon 6.6 (Polyamide 6.6), Natural, 30 Ib PIM_60970 
@ 8409-0344 161.25mm 3.59mm 31.75mm 100 16N834 — 
Fig.1 — VMT Series 1/4” (6.35mm) Screw Mount Ties, Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib Fig. 3— Twist-Lock Nylon Ties 
@ 8409-0347 406.87mm 7.66mm 101.6mm 50 16N837 ae Twist-lock type cable ties are ideal for wire bundling and a variety of other applications. Easy to use and reuse. 
Fig. 2— VPMT Series Push-Mount Ties, Nylon 6.6 (Polyamide 6.6), Natural, 30 Ib Simply twist to secure wire bundles and untwist to unwrap. UL recognized. Sold in packages of 100. 
@ 8409-0348 161mm 3.6mm 31.75mm 100 16N838 = Price per 
Fig. 3 — VFMT Series Flag/Marker Ties, Nylon 6.6 (Polyamide 6.6), Natural, 18 Ib Bundle Lg 
© 8409-0352 102.62mm | 251mm | 19.05mm | 100 |  16N842 = __Mfg. Part No. Length Dia Max Qty SiocnING] tee 
© 8409-0353 102.62mm 254mm 19.05mm 7000 T6N843 255 Fig. 3 — Twist-Lock Ties, Nylon 6.6 (Polyamide 6.6), Blue 
Fig. 4— VFMT Series Flag/Marker Ties, Nylon 6.6 (Polyamide 6.6), Natural, 18 Ib SWB E |_26.2mm 102mm 1g eONGSS2 = 
© 8409-0354 12.83mm 246mm 19.05mm 100 16NB44 = Fig. 3 — Twist-Lock Ties, Nylon 6.6 (Polyamide 6.6), Green 
© 8409-0355 412.83mm | 246mm | 19.05mm | 1000 | 16Ne45 | 36.34 @IWTSCGGRN—_] 22.8 Loni 100 SONGSSE = 
Fig. 5 — VFMT Series Flag/Marker Ties, Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib Fig. 3 — Twist-Lock Ties, Nylon 6.6 (Polyamide 6.6), Natural 
© 8409-0356 202.59mm | 47mm | 4445mm | 100 |  46N846 = SW ae orn 7Brnin 1 7aNses a 
Fig. 6 — Beaded Ties, PE (Polyethylene), Blue S14 262mm JO;2mnin ilu (NEES Es 
© BTP-10-BLU 273.1mm | 95mm | 857mm | 100 |  23N3603 = OWS S0.5inm tevtmnin m KEES = 
Fig. 6 — BT Series Beaded Ties, Nylon (Polyamide), White ad ws - - evan epee 100 ESNSSG = 
@ BIN-4-WHT 101.6mm 52mm 254mm 100 32N1267 = Fig. 3 — Twist-Lock Ties, Nylon 6.6 (Polyamide 6.6), Yellow 
@ BIN-6-WHT 1624mm | 5.2mm | 445mm | 100 | 23N3686 = SS IWEGGTYEL [394mm 20.32mm 100 90N6353 a 
@ BTN-8-WHT 222.3mm 9.5mm 60.3mm 100 | 23N3690 = PIMLepeb008 
@ BTN-10-WHT 273.1mm 9.5mm 85.7mm 100 23N3694 ey 
Fig. 6— BT Series Beaded Ties, PE Polyethylene) Blue = —_ neers PUSH MOUNT CABLE TIE Sef p rO- POWER 
== : : : 5.67 Available 
@ BTP-6-BLU 152.4mm 5.2mm 44.5mm 100 23N3685 = 
@ BTP-8-BLU 222.3mm 9.5mm 60.3mm 100 23N3689 = gh 
Fig. 6 — BT Series Beaded Ties, PE (Polyethylene), Red t 4 » . 
@ BTP-4-RED 101.6mm 5.2mm 25.4mm 100 32N692 5.67 \ >» ‘ . ~ a 4 
@ BTP-6-RED 152.4mm 5.2mm 44.5mm 100 23N3683 — VRTHOt ~~ 
@ BTP-8-RED 222.3mm 9.5mm 60.3mm 100 23N3687 = 808-0282 ‘ v 
Fig. 6 — BT Series Beaded Ties, PE (Polyethylene), Yellow & a, 8409-0363, -0364 3359 
@ BTP-4-YEL 101.6mm 5.2mm 25.4mm 100 32N1250 = ~ - 4 
@ BTP-6-YEL 152.4mm 5.2mm 44.5mm 100 23N3684 ee Ce 
@ BTP-8-YEL 222.3mm 9.5mm 60.3mm 100 23N3688 = WRIEGS 
Fig. 7 — VRTR Series Standard Releasable Ties, Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib a VRTH-05 
@ VRTR-12S-C 152.4mm 4.8mm 38.1mm 100 81N1697 — 2184 
@ VRTR-16S-C 203.2mm_| 4.8mm 50.8mm_| 100 (SNS an Tensile strength 18-50 Ibs. except mfg. part no. 8409-0364 which is 18-120 Ibs. Sold in packages of 100. 
@ VRTR-32S 391.28mm 4.73mm 101.6mm 100 95N3331 ay Price per 
Fig. 8 — 2603 Quick Releasable Ties, Nylon 6.6 (Polyamide 6.6), Natural, 40 Ib Fixing Pkg. 
@ 2603 266.7mm 5.3mm 63.5mm 100 92N4818 = Mfg. Part No. Width Length Color Type Qty | Stock No. 1-4+ 
Fig. 9 — Hook-and-Loop Ties, Nylon (Polyamide), Black, 11 Ib Nylon 6.6 (Polyamide 6.6) - 4-Way, #6 Screw 
@ 8408-0420 279.4mm 12.7mm 63.5mm 10 16N983 ae @ VRTH-05 19.1mm 19.1mm Natural Screw 100 81N2595 = 
Fig. 9 — Hook-and-Loop Ties, Nylon (Polyamide), Black, 15 Ib Nylon 6.6 (Polyamide 6.6) - Anchor, #10 Screw 
@ 8408-0421 381mm 19.05mm 88.9mm 10 16N984 ss @ 8409-0364 22.35mm | 15.75mm White Screw 100 16N854 = 
Fig. 9 — Hook-and-Loop Ties, Nylon (Polyamide), Black, 6 Ib Nylon 6.6 (Polyamide 6.6) - Anchor, #8 Screw 
@ 8408-0418 152.4mm 12.7mm 25.4mm 10 16N981 — @ 8409-0363 15.24mm 9.65mm White Screw 100 16N853 cess 
Fig. 9 — Hook-and-Loop Ties, Nylon (Polyamide), Black, 8 Ib @ 8409-0362 20.32mm | 10.2mm | Natural Screw 100 16N852 = 
@ 8408-0419 203.2mm 12.7mm 38.1mm 10 16N982 = Nylon 6.6 (Polyamide 6.6) - Low-Profile, #8 Screw 
PIM_6488 @ VRTH-01 12.7mm | 19.05mm | Natural Screw 100 23N3669 = 
Nylon 6.6 (Polyamide 6.6) - Push Barb, 4.8mm Hole 
HOOK-AND-LOOP AND TWIST-LOCK CABLE TIES p ro ts POWER @ VRTH-03 27mm 14.22mm | Natural | Push Barb 100 37N2108 = 
Nylon 6.6 (Polyamide 6.6) - Push Barb, 6.35mm Hole 
RoHS @ 2184 10.2mm 6.6mm Natural | Push Barb | 100 92N4504 = 
Geeeinpia © 3359 15.24mm | 10.2mm | Natural | PushBarb | 100 | 92N4505 = 
PIM_6483 


Fig. 2 Hook -and-Loop Rolls Fig. 3 Twist-Lock Tie 


Fig. 1 D-Ring Hook-and-Loop Tie 

Fig. 1 — D-Ring Hook-and-Loop Releasable Ties 
Allows for easy bunding of cable for permanent or temporary use. Woven nylon tie with 1” nylon D-ring buckle 
for easy cinching. Releasable, adjustable, reusable. Operating temperature: 120°. Not tool installable. Sold in 
multiples of 10; priced individually. 

Fig. 2— Hook-and-Loop Cut-to-Length Continuous Rolls 

Create the cable tie size required by cutting only the length needed and saving the remainder for future use. 
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paeiaeabieti BARB-TY CABLE TIES 


© Constructed of durable Nylon 6.6 

@ Dome-top head features unique patented design with round, 
smooth edges 

© Stainless steel locking barb provides consistent performance 


Panouit 
RoHS 

Geetinpiat 

Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


DOME-TOP® BARB TY MARKER AND FLAG CABLE TIES (CONT.) 

© Constructed of durable Nylon 6.6 ® Color: natural 

e Fastens and identifies bundles at the same time @ Also available in black, weather-resistant nylon 

® Can be marked with Panduit® marker pens or and other sizes; go online or call 
computer printable labels @ UL recognized 


and reliability @).. © Custom imprinting available using Panduit® © Sold in packages of 100 
© Infinitely adjustable for tight bundles throughout its entire bundle e Custom Hot Stamping Service 
ae AY Us Price per 
@ High strength and low thread force Pkg. 
© Color: natural : Bundle Cac 
© ULlisted, UL recognized Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1+ 
Nylon 6.6 (Polyamide 6.6), Natural, 18 Ib 
. @ BM1M-C 107mm 2.4mm 23mm 100 94C2830 44.24 
Bundle Aled © BFIM-C ti7mm_ | 24mm 23mm 700 | 6518660 zi 
Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1-24 @ BM2M-C 201mm 2.4mm 51mm 100 65H8668 = 
Nylon 6.6 (Polyamide 6.6), Natural, 120 Ib Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib 
@ BT3LH-L 300mm 7mm 76mm 50 16F5122 42.65 @ BM2s-C 203mm 4.7mm Simm | 100 65H8671 _ 
@ BT5LH-C 460mm 7mm 127mm 100 16F5145 (Ae PIM_79495 
Nylon 6.6 (Polyamide 6.6), Natural, 18 Ib 
@ BTIM-C to2mm [24mm [23mm foo | seres4_[ 18.05_  EXTRA-HEAVY SCREW-APPLIED CABLE TIEMOUNTS = wayyy 
@ BT1M-M 102mm 2.4mm 23mm 1000 96F9935 54.22 © Designed for ee extra heavy : ills 
@ BT15M-C 160mm | 24mm 38mm 100 16F5111 23.57 cross-section las ; : epiin ait 
© BT 5M 160mm Ani 38mm 7000 16F5130 WOUis e vised bhai Ne las wire = - ———— ‘available 
@ BT2M-C 201mm 2.4mm 51mm 100 16F5112 = ° Weather-resistant for use outdoors 7 ——— 
@ BT2M-M 201mm 2.4mm 5imm 1000 46F5131 77.63 e peed ae provides maximum stability for 
@ BTAM-C 36imm | 24mm | 102mm 100__[ 16F5113_| 36.00 —_—_» Sold in packages of 25 and 100 pieces 
@ BT4M-M 361mm 2.4mm 102mm 1000 16F5133 141.11 
Nylon 6.6 (Polyamide 6.6), Natural, 40 Ib Price per 
@ BT1.51-C 155mm 3.6mm 38mm 100 96F9936 20.79 Fixing Pkg. 
@ BT1.51-M 155mm 3.6mm 38mm 1000 96F9937 79.49 Mfg. Part No. Width Length Color Type Qty Stock No. 1+ 
@ BT2I-C 203mm 3.6mm 51mm 100 96F9938 30.56 Nylon 6.6 (Polyamide 6.6) - #10 (M5) Screw, Mounting Hole Dia. 5.1 mm 
@ BI2I-M 203mm 3.6mm 51mm 1000 96F9939 101.64 @ TMEH-S10Q0 19mm 42mm Black Screw 25 98F301 53.13 
@ BT3I-C 287mm 3.6mm 76mm 100 96F9940 37.48 @ TMEH-S10-CO 19mm 42mm Black Screw 100 70B9145 104.15 
@ BT3I-M 287mm 3.6mm 76mm 1000 96F9941 209.20 Nylon 6.6 (Polyamide 6.6) - #8 (M4) Screw, Mounting Hole Dia. 4.3 mm 
@ BT4I-C 363mm 3.6mm 102mm 100 96F9942 54.62 @ TMEH-S8-CO 19mm 42mm Black Screw 100 70B4918 | 108.07 
@ BT4I-M 363mm 3.6mm 102mm 1000 96F9943 330.48 Nylon 6.6 (Polyamide 6.6) - 1/4” (M6) Screw, Mounting Hole Dia. 6.6 mm 
Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib @ TMEH-S25-CO 19mm 42mm Black Screw 100 96B1040 | 104.15 
@ BT2S-C 203mm 4.7mm 51mm 100 96F9944 25.55 PIM_60774 
@ BT2S-M 203mm 4.7mm 51mm 1000 96F9945 107.02 
@ BT3S-C 305mm 4.7mm 76mm 100 96F9946 52.19 RoHS 7 
@ BT3S-M 305mm 4.7mm 76mm 1000 96F9947 277.55 Here enOye Geaeipian PanDuUIT 
@ BT4S-C 384mm 4.7mm 102mm 100 96F9948 57.80 
@ BT4S-M 384mm 4.7mm 102mm 1000 96F9949 310.07 
PIM_12537 am 
a f., 
DOME-TOP® BARB TY LOCKING CLAMP CABLE TIES PaNDUIT =~ GF 
Screw-Mount LS Si 
© Constructed of durable Nylon 6.6 RoHS — 4-Way Masonary Push Barb Tie Anchor 
© Used to secure a bundle of wires to another surface such as a © Geptinaian = 
control panel, communication rack, wall or ceiling ; ~ FP | 
e Allows for bundling before or after screwing clamp in place @).. . as 
® Stainless steel locking barb provides consistent performance — “ Aili! - 
and reliability A \Y 7 a 
© Color: natural 
@ Also available in weather-resistant and heat-stablized black Low Profile " Winged Push Barb UW 
nylon; go online or call b eee 
@ ULlisted, UL recognized Cradle 
@ Soldin package quantities listed below © Black mounts are weather resistant for outdoor use @ Push-barb mounts 6.35mm hole except mfg. part 
Price per © For screw-on mounts the number after S in mfg. no. MPMS19-C0 4.8mm hole 
Bundle Pkg. part no. denotes screw size © Sold in package quantities listed below 
Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1+ Price per 
#10 (M5) Screw, Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib Fixing Pkg. 
@ BC2S-S10-D 216mm 4.7mm 51mm 500 65H8639 158.59 Mfg. Part No. Width Length | Color | Type Qty _| Stock No. 1+ 
#8 (M4) Screw, Nylon 6.6 (Polyamide 6.6), Natural, 40 Ib ABS (Acrylonitrile Butadiene Styrene) - 4-Way Mounts 
@ BC1.5I-S8-M 468mm 3.6mm 38mm 4000 65H8632 321.99 @ ABMM-AT-CO 19.05mm | 19.05mm Black | Adhesive | 100 99F9557 111.49 
1/4” (M6) Screw, Nylon 6.6 (Polyamide 6.6), Natural, 120 Ib @ ABMM-A-C 19.05mm | 19.05mm | White | Adhesive | 100 78F622 93.08 
@ BC4LH-S25-L 394mm 7mm 102mm 50 65H8643 58.26 @ ABMM-A-D 19.05mm | 19.05mm | White | Adhesive | 500 87F6091 325.26 
PIM_79558 @ ABM2SATCO 25.4mm 25.4mm Black | Adhesive | 100 94F1494 146.13 
@ ABM2SATDO 25.4mm 25.4mm Black | Adhesive | 500 94F5617 438.40 
@ ABM2S-A-C 25.4mm 25.4mm White | Adhesive 100 78F623 122.48 
DOME TORO BARE TY MARKER AND FEAG CABES TIES PANDUIT @ ABM2S-A-D 25.4mm | 254mm | White | Adhesive | 500 | 89F2510 | 370.17 
Nylon 6.6 (Polyamide 6.6) - 2-Way Mount 
. @ ABMS-A-D 28.7mm 28.7mm | Natural | Adhesive | 500 78F616 414.53 
, Nylon 6.6 (Polyamide 6.6) - 4-Way Mounts 
BM2S-C @ ABM1M-AT-MO 12.7mm | 12.7mm Black | Adhesive | 1000 | 94H8427 539.34 
RoHS _ @ ABM1M-A-C. 12.7mm 12.7mm White | Adhesive | 100 89F2504 65.36 
SeBiorpian @ ABMIM-A-M 127mm | 127mm | White | Adhesive | 1000 | 89F2509 | 470.87 
A \¥ in @ ABM100-AT-CO 25.4mm | 25.4mm Black | Adhesive | 100 | 88F3129 146.13 
@ ABM100-A-C 25.4mm | 25.4mm | White | Adhesive | 100 | 95F5094 122.47 
@ ABM100-A-D 25.4mm | 25.4mm | White | Adhesive | 500 | 95F5097 370.17 
BFIM-C BM1M-C, BM2M-C @ABM112-AT-CO | 28.45mm | 28.45mm | Black | Adhesive | 100 | 96B3892 195.26 
> CONTINUED > > CONTINUED > 


660 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CABLE MANAGEMENT 
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CABLE TIE MOUNTS (CONT.) PAN-TY® FLUOROPOLYMER CABLE TIES PanNDUIT: 
Price per © Low-smoke density and excellent RoHS 
Fixing Pkg. flammability rating of UL94V-0 Gee sinpian 
Mfg. Part No. Width | Length | Color Type Qty _| Stock No. 1+ . Pallant ie ete Available 
> 4 for bundling qualified cable 
Nylon 6.6 (Polyamide 6.6) - 4-Way Mounts without conduit in air handling space @).s 
@ ABM112-A-C 28.45mm | 28.45mm | White | Adhesive | 100 | 9484057 | 122.42 applications AY 
@ ABM3H-A-L 38.1mm | 38.1mm | White | Adhesive | 50 | 84F1818 | 113.56 . ipelades maroon color recognized c US 
: : y many inspectors 
@ ABM3H-A-T 38.1mm | 38.1mm | White Adhesive 200 | 84F1819 284.59 @ ULlisted, UL recognized as suitable 
@ ABM4H-AT-TO 50.8mm | 50.8mm | Black | Adhesive | 200 | 65H8612 464.02 for use in plenum or air handling 
@ ABM4H-A-T 50.8mm | 50.8mm | White | Adhesive | 200 | 84F1820 372.99 ep per NEC, Sec. 300-22(C) 
Nylon 6.6 (Polyamide 6.6) - Cradle Mounts and (0) - 
@ TM1S4-Co 8.13mm | 12.7mm | Black Screw 100 | 97B2126 38.84 ae 
Bundle B 
@ TM2S6-CO 10.67mm 16mm Black Screw 100 | 97B2128 54.00 Mfg. Part No. Length Width Dia. Max. aty Stock No. aR 
wo TMesel {Osermen |) “term "Nature Soew 1000 [iRao25 1388 za 7ec0) ECTFE (Ethylene Chlorotrifluoroethylene) Fluoropolymer, Maroon, 18 Ib 
Meee 410.68mm | 16mm _| Natural | Screw | 100 _[RESR2S0 ia MERGE © PLTIM-C702Y 99mm | 2.5mm 2amm 100 | _52K3080 87.25 
SIMZSEC uoduy rma | Nene SceW 100 _[imabG23 S618 ECTFE (Ethylene Chlorotrifluoroethylene) Fluoropolymer, Maroon, 50 Ib 
@ M256 10.7mm_| ‘16mm _| Natural | Screw | 1000 [RRSSR25I3I meoviod © PLT2S.C702V 188mm | 48mm | 48mm | 100 | 52K3087 | 207.92 
@ TM2S8-CO 10.8mm 16mm Black Screw 100 | 97B2129 53165) @ PLT3S-C702Y 295mm 4.8mm 76mm 100 52K3091 304.34 
@ TM2S6-M0 10.8mm 16mm Black Screw 1000 | 2404591 352.57 PIM_73910 
@ TM2S8-M0 10.8mm 16mm Black Screw 1000 | 97B2131 326.48 7 
@ TM1S4-C 13mm 8mm Natural Screw 100 | 89F2506 30192) 
PAN-TY® MARKER AND FLAG A \¥ RoHS ° 
@ TM3S10-CO 15.5mm | 21.84mm | Black Screw 100 | 98B2548 85.79 CABLE TIES US Compliant PANDUIT 
@ TM3S10-C 15.5mm | 21.84mm | Natural Screw 100 | 87F6100 68.54 Available 
@ TM3S8-C 15.5mm |} 21.84mm | Natural Screw 100 94F3155 66.97 {0.5 )—_ 
@ TM3S10-M 15.5mm | 21.84mm | Natura Screw 1000 | 50F2892 440.16 --—— eee == 
@ 738M 15.5mm | 21.84mm | Natural | Screw | 1000 | e4F2089 | 415.52 PLM2S rae 
© TM3810-MO 155mm | 219mm | Black | Screw | 1000 | 9782972 | 580.84 PLFIM me . ] | 
@ TM3S8-M0 15.5mm 21.9mm Black Screw 1000 | 66H4435 578.47 re 
Nylon 6.6 (Polyamide 6.6) - Low-Profile Mounts = = rl 
@ LPMS-S8-C 19.1mm 12.7mm_ | Natura Screw 100 84F603 37.83 1 
@ LPMS-S8-M 19.1mm 12.7mm_ | Natural Screw 1000 | 98F7641 236.40 - = 
Nylon 6.6 (Polyamide 6.6) - Masonary Push Barb Mounts eteNee PLOM2S 
@ MPMS25-CO 9.91mm | 10.16mm | Black | PushBarb | 100 | 84F1822 | 82.89 Beis PLMIM, PLM2M 
© MPMS19-CO 13.46mm | 13.97mm | Black | Push Barb | 100 | 84F598 68.32 © Constructed of durable Nylon 6.6 custom hot stamping service 
Nylon 6.6 (Polyamide 6.6) - Push Barb Mounts © Used to fasten and identify bundles at the same © Color: natural 
@ PM2H25-MO 9.7mm | 7.62mm | Black | PushBarb | 1000 | 25¢3993 | 302.40 time ; © Outdoor, high-temperature and color marker and 
© Mark with Panduit® marker pens or computer flag cable ties are also available; go online or call 
@ PM2H25-C 9.7mm 7.62mm | Natural | Push Barb | 100 94F3129 45.82 printable labels © UL recognized 
Nylon 6.6 (Polyamide 6.6) - Tie Anchor Mounts © Custom imprinting available using Panduit® 
@ TA1S8-M0 9.5mm 19mm Black Screw 1000 | 96B2513 307.97 Price per 
@ TA1S8-C 9.5mm | 19mm | Natural | Screw | 100 | 78F620 45.45 Bundle Pkg. 
@ TAIS8-M 9.5mm 19mm Natura Screw 1000 78F621 207.86 Mfg. Part No. : Length Width Dia. Max. Qty Stock No. 1+ 
Nylon 6.6 (Polyamide 6.6) - Winged Push Barb Mounts Nylon 6.6 (Polyamide 6.6), Natural, 18 Ib 
@ PWMS-H25-CO_| 7.7mm | 155mm | Black | PushBarb | 100 | 64K1682 = © PLMIM-C 99mm 2.5mm 19mm 100 T8F513 38.09 
© PWMS-H25-C 77mm | 155mm | Natural | Push Barb | 100 | 89F2508 | 46.03 evn Semmes ‘smm _ fetes) || Bye 
@ TM2PWH25-C__| 15.24mm | 18.03mm | Natural | Push Barb | 100 | 95F5095 | 94.00 SPEIMEG Minin |) 2mm Rul | 53.87 
@ TM2PWH25-M30 | 15.24mm | 18.03mm | Natural | Push Barb | 1000 | 61J9368 = @ PLFAM-C 109mm_|__ 2.5mm 22mm 100 78F592 36.00 
PIM 6502 @ PLF1M-M 109mm 2.5mm 22mm 1000 78F593 258.97 
= @ PLFiMA-C 130mm 2.5mm 22mm 100 84F1958 52.40 
@ PLFiMA-M 130mm 2.5mm 22mm 1000 84F1959 449.45 
PAN-STEEL® STAINLESS STEEL CABLE TIES ‘Panurr epanuE Sam} Deeam bam 700 = 
© Constructed of high-strength 304 stainless steel 
© Designed for bundling, identifying and fastening fos ; @ PLM2M-M 203mm 2.5mm 5imm 1000 94F2835 360.78 
applications in harsh environments Available Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib 
¢ Epa eg (ce es @ PL3M2S-L 188mm | 4.7mm 45mm 50 0102146 | 429.39 
© Self-locking for a secure hold @ PL2M2S-L 188mm 4.7mm 45mm 50 94F2851 112.28 
© No sharp edges to protect cable jacket @ PLM2S-C 188mm 4.7mm 45mm 100 78F514 70.67 
e He and easy to install by hand or installation @ PLM4S-C 371mm 4.7mm 102mm 700 O4F3164 97.84 
© Sold in package quantities indicated below PIM_13166 
PAN-TY® CLAMP CABLE TIES e 
Price per Screw-Mount Pan BUIT 
Bundle |__Pkg. © For indoor use RoHS 
Mfg. PartNo. | Length | width | DiaMax. | ty | Stock No. 12+ ® Constructed of durable Nylon 6.6 Osa 
7 © Used to secure cable bundle to another surface such 
Stainless Steel, Natural, 200 Ib as a control panel, communication rack, wall or ceiling ),, 
@ MLT1S-CP 127mm 4.6mm 25mm 100 84F 1852 111.38 © Design allows for bundling before or after screwing a 
@ MLT2S-CP 201mm 4.6mm 51mm 100 81F4590 114.05 clamp in place ; A” \Y us 
2 a nn eT eT I © Curved tip is easy to pick up from flat surfaces, allows 
@ MLT2.7S-CP 269mm 4.6mm 69mm 100 50B6554 124.32 faster initial threading and speeds installation = @ C € 
@ MLT4S-CP 362mm 4.6mm 102mm 100 94F2792 136.53 © Color: natural 
Stainless Steel, Natural, 450 Ib @ Also available in weather resistant and heat stabilized 
1 Z materials; go online or call 
@ MLT2H-LP 201mm | 7.9mm Simm 50 94F3105 48.21 eiPlenuim-rated 
@ MLT4H-LP 362mm 7.9mm 102mm 50 81F4586 95.16 @ ULlisted, UL recognized, CSA certieid, CE compliant 
PIM_6414 Note: Number after “-S” in mfg. part no. denotes screw 
size: #4 (M2.5), #6 (M3), #8 (M4), #10 (M5), #25 1/4” 
(M6). 
> CONTINUED > 


1.800.463.9275 © newark.com elementiu 661 


CABLE MANAGEMENT 


WIRE & CABLE TIES 


PAN-TY® CLAMP CABLE TIES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


PAN-TY® CABLE TIES (CONT.) 


Price per Price per 
Bundle Pkg. Bundle Pkg. 
Mfg. Part No. Length Width Dia. Max. Qty Stock No. i+ Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1+ 

Nylon 6.6 (Polyamide 6.6), Natural, 120 Ib Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib 

@ PLC2H-S25-L 229mm 7.6mm 5imm 50 99B6637 49.95 @ PLT4S-M 368mm 4.8mm 102mm 1000 78F540 304.42 
@ PLC4H-S25-L 384mm 7.6mm 102mm 50 89F223 54.49 @ PLT5S-C 445mm 4.8mm 127mm 100 94F2849 81.40 
@ PLC4H-S25-TL 384mm 7.6mm 102mm 250 48F6576 240.51 @ PLT5S-M 445mm 4.8mm 127mm 1000 94F3127 426.22 
Nylon 6.6 (Polyamide 6.6), Natural, 18 Ib PIM_6501 

@ PLC1M-S4-C 109mm 2.5mm 19mm 100 94F3118 34.33 

alle Aas lL ale mec STA-STRAP® CABLE, CLAMP AND MARKER TIES ° 
@ PLC1.51-S8-C 155mm 3.4mm 32mm 100 94F3117 35.48 ’ PanDUIT 
@ PLC1.51-S8-M 155mm 3.4mm 32mm 1000 84F 1323 330.68 Soper 
Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib Available 
@ PLC2S-S10-C 201mm | 4.8mm 47mm 100 78F512 38.21 cWAd us 

@ PLC2S-S6-C 201mm 4.8mm 47mm 100 94F3119 39.95 

@ PLC2S-S10-M 201mm 4.8mm 47mm 1000 78F542 309.27 Fig. 1 SST Series Standard Tie 

@ PLC3S-S10-C 305mm 4.8mm 76mm 100 84F1325 86.70 ey, 

@ PLC4S-S10-C 381mm 4.8mm 102mm 100 84F1326 102.69 ——————————— b 

@ PLC4S-S10-M 381mm 4.8mm 102mm 1000 84F1979 778.76 . 
PIM_13162 Fig. 3 SSM Series Marker/Flag Tie 


PAN-TY® CABLE TIES 
e 


One-piece construction made of durable Nylon 6.6 

@ Locking design provides consistent performance and 
reliability 

© Low threading force 

© Curved tip design allows for easy pick up, faster initial 
threading and installation 

© Color: natural 

@ Also available in additional sizes, styles, colors and 
materials; go online or call 

@ ULlisted, UL recognized 

© Sold in package quantities listed below 


Panouit 

™ RoHS _ 
] SeRerpien 
; <= 


us 
c US 


Price per 
Bundle Pkg. 
Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1+ 

Nylon 6.6 (Polyamide 6.6), Natural, 120 Ib 

@ PLT4H-L 368mm 7.6mm 102mm 50 78F511 51.46 
@ PLT4H-TL 368mm 7.6mm 102mm 250 90F1729 149.50 
@ PLT6LH-C 556mm 7.6mm 152mm 100 95F3558 78.37 
@ PLT7LHC 627mm 7.6mm 178mm 100 98F1691 87.34 
@ PLTOLH-L 775mm 7.6mm 262mm 50 50F2901 97.08 
@ PLT9LH-C 775mm 7.6mm 262mm 100 84F1320 111.59 
@ PLT(0LH-L 871mm 7.6mm 262mm 50 98F6614 112.99 
Nylon 6.6 (Polyamide 6.6), Natural, 175 Ib 

@ PLT5H-C 450mm 8.9mm 127mm 100 27C1280 80.70 
@ PLTGH-L 530mm 8.9mm 152mm 50 66H2868 83.60 
@ PLT13H-Q 1100mm 8.9mm 330mm 25 06H2959 87.04 
Nylon 6.6 (Polyamide 6.6), Natural, 18 Ib 

@ PLT.7M-C 79mm 2.3mm 17mm 100 89F229 15.99 
@ PLT.7M-M 79mm 2.3mm 17mm 1000 89F230 45.58 
@ PLT1M-C 99mm 2.5mm 22mm 100 78F506 18.35 
@ PLT1M-M 99mm 2.5mm 22mm 1000 78F536 53.14 
@ PLT1.5M-C 142mm 2.5mm 32mm 100 78F580 22.90 
@ PLT1.5M-M 142mm 2.5mm 32mm 1000 78F586 78.87 
@ PLT2M-C 203mm 2.5mm 5imm 100 78F581 22.97 
@ PLT2M-M 203mm 2.5mm 51mm 1000 78F587 76.39 
Nylon 6.6 (Polyamide 6.6), Natural, 40 Ib 

@ PLT1.51-C 142mm 3.6mm 35mm 100 78F507 20.41 
@ PLT1.51-M 142mm 3.6mm 35mm 1000 78F537 78.04 
@ PLT2I-C 203mm 3.6mm 51mm 100 78F582 30.00 
@ PLT2I-M 203mm 3.6mm 51mm 1000 78F588 99.78 
@ PLT2.51-M 246mm 3.7mm 84mm 1000 48F6955 194.88 
@ PLT3I-C 290mm 3.7mm 76mm 100 78F584 36.77 
@ PLT3I-M 290mm 3.7mm 76mm 1000 78F590 211.36 
@ PLT4I-C 368mm 3.7mm 102mm 100 78F585 ee 
@ PLT4I-M 368mm 3.7mm 102mm 1000 78F611 322.80 
Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib 

@ PLT1.5S-C 157mm 4.8mm 38mm 100 78F583 24.75 
@ PLT1.5S-M 157mm 4.8mm 38mm 1000 78F589 107.02 
@ PLT2S-C 188mm 4.8mm 48mm 100 78F508 25.06 
@ PLT2S-M 188mm 4.8mm 48mm 1000 78F538 104.95 
@ PLT3S-C 292mm 4.8mm 76mm 100 78F509 51.23 
@ PLT3S-M 292mm 4.8mm 76mm 1000 78F539 272.30 
@ PLT4S-C 368mm 4.8mm 102mm 100 78F510 56.72 
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Fig. 2 SSC Series Clamp Tie 


@ SST series standard ties are ideal for normal @ Exclusive two-piece design offers low thread force 


bundling and thru-panel applications @ Releasable prior to final tensioning and cut-off 
© SSC series clamp ties can be pre-mounted before  @ Small head height allows more efficient use of 
tying bundle space in compact areas 
@ SSM series marker ties can be used as a @ UL recognized 
wrap-around or flag marker to fasten and identify;  @ Sold in packages quantities listed below 
write-on area 11.2 x 24.4mm 
Price per 
Bundle |__Pkg. 
Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1+ 
Fig. 1 — SST Series Standard Ties, Nylon 6.6 (Polyamide 6.6), Natural, 120 Ib 
@ SST4H-D 376mm 7.6mm 102mm 500 78F535 490.18 
@ SST8H-L 699mm 7.6mm 203mm 50 78F523 114.54 
@ SST8H-D 699mm 7.6mm 203mm 500 90F1726 1171.86 
Fig. 1 — SST Series Standard Ties, Nylon 6.6 (Polyamide 6.6), Natural, 18 Ib 
@ SST1M-C 102mm 2.4mm 20mm 100 78F516 21.25 
@ SST1.5M-C 140mm 2.4mm 32mm 100 78F517 = 
@ SST1.5M-M 140mm 2.4mm 32mm 1000 78F530 = 
Fig. 1 — SST Series Standard Ties, Nylon 6.6 (Polyamide 6.6), Natural, 40 Ib 
@ SST1.51-C 137mm 3.4mm 32mm 100 90F5901 25.19 
@ SST1.5I-M 137mm 3.4mm 32mm 1000 78F610 113.84 
@ SST2I-C 206mm 3.4mm 51mm 100 78F518 = 
@ SST3I-C 279mm 3.4mm 76mm 100 78F519 = 
@ SST3I-M 279mm 3.4mm 76mm 1000 78F532 301.39 
@ SST4I-C 375mm 3.4mm 102mm 100 78F521 — 
Fig. 1 — SST Series Standard Ties, Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib 
@ SST2S-C 172mm 4.6mm 45mm 100 78F609 30.77 
@ SST2S-M 172mm 4.6mm 45mm 1000 78F685 146.61 
@ SST3S-C 279mm 4.6mm 76mm 100 78F520 = 
@ SST4S-M 381mm 4.6mm 102mm 1000 89F1182 425.01 
Fig. 2— SSC Series Clamp Ties, #10 (M5) Screw, Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib 
@ SSC2S-S10-C 187mm 46mm 45mm 100 78F524 49.40 
Fig. 2— SSC Series Clamp Ties, 1/4”(M6) Screw, Nylon 6.6 (Polyamide 6.6), Natural, 120 Ib 
@ SSC4H-S25-L 395mm 7.6mm 102mm 50 78F526 80.04 
Fig. 3 — SSM Series Marker/Flag Ties, Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib 
@ SSM2S-C 170mm 4.6mm 45mm 100 78F527 106.23 
@ SSM2S-D 170mm 4.6mm 45mm 500 78F504 327.88 
PIM_73911 


SUPER-GRIP® CABLE TIES AND 4-WAY MOUNTS 
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SUPER-GRIP® CABLE TIES AND 4-WAY MOUNTS (CONT.) 


Innovative Solution for Bundling Wire and Cable = @ ‘Tapered tip with aggressive grips thread easily 


CABLE MANAGEMENT 
WIRE & CABLE TIES 


TAK-TY® AND TAPE-TY® HOOK AND LOOP CABLE TIES PanDUIT: 


© For indoor use and alows positioning prior to locking for faster, RoHS | 
© Constructed of durable nylon 6.6 accurate installation complant 
@ Designed to grip tight preventing tie from moving © Low profile tie heads and mounts help conserve 
laterally along length of bundle space, reduces height (). 
© High strength to withstand rough installation prac- © ® Stronger bridge design allows mount to support 
tices that occur in MRO and construction projects increased installation force 
© Thin, wide strap body provides flexibility while © Super-Grip® 4-way cable tie mounts are available 
maintaining excellent tensile strength in adhesive-backed or screw-mount styles Wag 
© Flared neck and strong locking wedge provides © Color: natural / white —_—s —_—_—¥ 
additional strength and excellent small bundle @ Also available in black weather-resistant nylon 6.6; 
performance go online or call HiT HTP ge 
Super-Grip® Cable Ties , HLS, HLM, HLTT 
Price per © Tak-Ty® — durable polyethylene hook and nylon long slotted ties 
Bundle Pkg. loop material © HLS, HLSP styles sold in packs of ten 6”, 12”, 
- ; ne © Tape-Ty® — tough polypropylene hook and or 18” long strip ties on perforated rolls 
Mfg. Part No. - Length Width Dia. Max. Qty STOCKING! e2e polyamide loop material © HLTT style sold in coreless reel of 100 pre-cut 
Nylon 6.6 (Polyamide 6.6), Natural, 175 Ib © Adjustable, releasable, and reusable ties with non-slip leader 
@ SG450H-L 471mm 9.7mm 132mm 50 1776982 66.17 © No risk of over-tensioning or damaging high-perfor- @ HLM, HLS styles sold in cut-to-length continu- 
rs mance copper and fiber optic cable ous 15-ft. rolls 
Nylon 6.6 (Polyamide 6.6), Natural, 18 Ib © HLT, HLTP styles sold in packs of ten 8” or 12” 
@ SG100M-C 106mm 3mm 25mm 100 1776979 18.52 Tak-Ty® HLTP and HLSP style hook and loop cable ties are UL listed for plenum use in air handling spaces 
Nylon 6.6 (Polyamide 6.6), Natural, 40 Ib per NEC Section 300-22(c) and (d) and have a flammability rating of UL94V-2. Other colors, styles and sizes 
@SG1501-C 157mm 4.3mm 38mm 100 4776980 21.23 are available; go online or call. NOTE: Minimum 2" overlap required to achieve loop tensile strength rating. 
Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib Tak-Ty® Slotted, Strip and Tape-Ty® Pre-Cut Hook-and-Loop Cable Ties 
@ SG200S-C 211mm 5.7mm 51mm 100 54K2837 26.63 aS per 
A Bundle Tensile 9. 
‘len 68 Polyamide 8) Netw —— aU mo a Mfg. PartNo. | Length | Width | Dia.Max. | Strength | Qty | Stock No. T+ 
- - e202 Black, Tak-Ty® Loop Ties with Slot — Non-Plenum Use 
PIM I6to89 @ HLT2-X0 8 | 127mm | 1.91" 40b | 10 | 66F3595 | 49,72 
@ HLT3I-X0 12" 12.7mm 3.18" 40lb 10 66F3596 25.63 
Super-Grip® 4-Way Cable Tie Mounts Black, Tak-Ty® Loop Ties with Slot — Plenum Use 
Price per @ HLTP2I-X0 8° 12.7mm 1.91” 40lb 10 1701625 25.81 
’ Fixing ask: @ HLTP3I-XO 12" 12.7mm 3.18" 40\b 10 | 1701641 28.34 
Mfg. Part No. : Width Length Color Type L Qty elock No. 1+ Black, Tak-Ty® Strip Ties — Non-Plenum Use 
Nylon 6.6 (Polyamide 6.6) - #6 (M3) Screw-Mount or User-Supplied Adhesive @HLS1.5S-X0 e 19.05mm 1S 50lb 70 66F3507 18.37 
@ SGABM25-S6-C : 25.4mm | 25.4mm | White Screw 100 | 2370269 149.90 @ HLS38-X0 1? 79.05mm 32 50lb 10 66F3598 28.36 
Nylon 6.6 (Polyamide 6.6) - #8 (M4) Screw-Mount @ HLS5S-X0 18° 79.05mm 5 50lb 10 66F3599 mer 
@ SGTA1S8-C : 9.5mm ‘erin Natural Screw 100 03M5908 43.00 Black, Tak-Ty® Strip Ties — Plenum Use 
Nylon 6.6 (Polyamide 6.6) - Adhesive-Backed @ HLSP1.5S-X0 e 19.05mm 1S 50Ib 10 76c7690 13.47 
SSCABNAEAG (9.tmm, | 18-1mm Whi = Adhesive 100_[BDEMOUIS 295) Black, Tape-Ty® Pre-Cut Ties with Non-Slip Leader — Coreless Reel of 100 Ties 
@ SGABM25-A-C 25.4mm | 25.4mm | White | Adhesive | 100 | 2370268 122.47 @ HLTT1.58-C20 a 9.1mm iy 30Ib 100 | 5873930 = 
@ SGABM30-A-C 28.6mm | 28.6mm | White | Adhesive | 100 | 2370270 149.50 BiN:43548 
@ SGABM40-A-L 38.1mm | 38.1mm | White | Adhesive | 50 2370271 84.04 = 
@ SGABM50-A-L 50.8mm | 50.8mm White Adhesive 50 2370272 121.40 . 
PIM_5510976 Tak-Ty® Hook-and-Loop Continuous Roll 
Tensile Roll Price Each 
Mfg. Part No. Width Strength Size Stock No. 1-9+ 
TAK-TAPE™ HOOK AND LOOP CABLE TIE ROLL: : 
¢ s PanbuIT Black, Tak-Ty® HLM and HLS Styles Continuous Roll — Cut-to-Length 
Bim fans @ HLM-15RO 8.4mm 40lb 4.57m 12K5422 25.55 
/omplan' 
Avallable @ HLS-15R0 19.1mm 50lb 4.6m 66F3600 34.74 
@ HLS-75RO 19.1mm 50Ib 22.86m 93B6334 134.53 
PIM_5587836 


« 


ULTRA-CINCH™ HOOK AND LOOP CABLE TIES 


Panouit 
RoHS 

Soper 
Available 


Strong, low-profile, flexible material fastens to itself 
Constructed of nylon loop, polypropylene hook 
Adjustable, releasable, reusable 

Leaves no residue 

Cost-effective for general-purpose bundling 

Thin and flexible to quickly wrap around cabling 


@ Safe to use on high-performance cable protecting 
against over-tensioning 

© Continuous rolls can be easily cut to size 

© Operating temperature range: -22°F to 194°F 
(-30°C to 90°C) 


Mfg. part no. TTS-20R0 comes packaged in a handy, reuseable plastic case to keep material clean; sold in 
single 6.1m rolls. Mfg. part no. TTS-35RX0 sold in packages of ten 10.7m rolls. Mfg. part no. TTS-35R3-0 


sold in packages of three 10.7m rolls. 


| Tensile | Roll Price Each 
Mfg. Part No. Width Strength Size Stock No. 1-9+ 
Black 

@ TTS-20RO 19.14mm 40Ib 6.1m 63H2473 24.08 
@ TTS-35RX0 19.1mm 40lb 10.7m 12K5496 ae 

@ TTS-35R3-0 19.1mm 40lb 10.7m 1777318 ae 
PIM_83877 


1.800.463.9275 © newark.com 


UCT, UGCTE and UGCTC (Top to Bottom) 


® Unique material with hooks and loops on same 
side allows greater range of bundle diameters, 


provides extra strength and bundle tightness 
® Styles with brass mounting grommet offer secure 


including smaller bundles installations using a flat head screw 
© Soft, premium fabric is safe to use on high perfor- © @ Tapered tip threads easily for fast installation 
mance cabling to protect against over-tensioning ® Color: black 
@ Adjustable, releasable and reusable multiple times | @ Also available in other colors; go online or call 
® All feature a low-profile, contoured cinch ring that = @ Sold in packages of 10 
Price per 
Bundle Tensile Pkg. 
Mfg. Part No. Length Width Dia. Max. | Strength | Qty | Stock No. 1+ 
Black, Contoured Cinch Ring 
@ UCT3S-X0 305mm | 21.6mm 76mm 50lb 10 95H4675 26.30 
@ UCT5S-X0 457mm | 21.6mm 127mm 50lb 10 95H4676 33.00 
Black, Contoured Cinch Ring and Brass Mounting Grommet (Center Mount) 
@ UGCTC3S-X0 305mm | 21.6mm 76mm 50lb 10 95H4681 35.61 
Black, Contoured Cinch Ring and Brass Mounting Grommet (End Mount) 
@ UGCTE3S-X0 305mm | 21.6mm 76mm 50lb 10 95H4683 47.30 
@ UGCTESS-X0 475mm | 21.6mm 127mm 50Ib 10 95H4684 = 
PIM_79557 
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CABLE MANAGEMENT 
WIRE & CABLE TIES 


WEATHER-RESISTANT PAN-TY® CABLE TIES 


@ Indicates RoHS Compliant 


WEATHER-RESISTANT DOME-TOP® 


Pannuit 


4] Find Datasheets Online 


BARB TY CABLE TIES (CONT.) 


© Ideal for outdoor use i Price per 
© Tough, durable, weather resistant Gesimoian Bundle Pkg. 
ih ieee aetna ner a Available Mfg.PartNo. | Length | Width | DiaMax. | Qty | Stock No. 1+ 
© One-piece construction for consistent performance and (%),, Nylon 6.6 (Polyamide 6.6), Black, 120 Ib 
. equal A or , ein teviis = @ BT5LH-CO 460mm 7mm 127mm 100 97B3368 85.98 
ima c Mbus @ BTOLH-CO 536mm | _ 7mm 162mm 100 | 3505207 | 09.25 
© Color: black @ C € @ BTOLH-CO 780mm | 7mm 229mm 100 01c7196 | 138.68 
@uL listed, UL recognized, CSA certified except mfg. part Nylon 6.6 (Polyamide 6.6), Black, 18 Ib 
nos. with “LH or H” UL recognized only 
© CE compliant @ BT1M-CO 102mm 2.4mm 23mm 100 97B0432 22.97 
© Sold in package quantities listed below @ BT1M-MO 102mm 2.4mm 23mm 1000 97B0433 81.15 
- @ BT1.5M-CO 160mm 2.4mm 38mm 100 2700723 28.41 
— is ie @ BT1.5M-MO 160mm | 24mm 38mm 1000 01c0380 | 111.58 
undle a 
Mfg. Part No. Length | Width | Dia. Max. Qty Stock No. 1+ @ BT2M-CO 201mm | 2.4mm Simm 100 97B0435 30.96 
Nylon 6.6 (Polyamide 6.6), Black, 120 Ib @ BT2M-M0 201mm 2.4mm 51mm 1000 97B4014 115.72 
@ PLT2H-TLO 206mm | 7.6mm 51mm 250 97B0598 a @ BT4M-MO 361mm 2.4mm 102mm 1000 98B8699 202.09 
@ PLT4H-LO 368mm | 7.6mm 102mm 50 89F215 55.97 Nylon 6.6 (Polyamide 6.6), Black, 40 Ib 
@ PLT4H-TLO 368mm | 7.6mm 102mm 250 90F3513 | 176.92 © BT1.51-C0 156mm_| 3.6mm 38mm 100 9487864 24.96 
@ PLT7LH-LO 627mm 7.6mm 178mm 50 84F637 91.72 @ BT1.51-MO 155mm 3.6mm 38mm 1000 96B0914 108.27 
@ PLTSLH-CO 775mm | 7.6mm 262mm 100 96F8085 | 135.29 @ BT2I-CO 203mm_|__3.6mm Simm 100 9487868 36.67 
Nylon 6.6 (Polyamide 6.6), Black, 175 Ib @ BT2I-M0 203mm 3.6mm 51mm 1000 97B0131 143.59 
@ PLT5H-CO 450mm 8.9mm 427mm 400 97B0626 105.33 @ BT3I-CO 287mm 3.6mm 76mm 100 27€2290 50.43 
@ PLT6H-LO 530mm | 89mm 152mm 50 94F3128 105.06 Nylon 6.6 (Polyamide 6.6), Black, 50 Ib 
@ PLTGH-CO 530mm | 89mm 152mm 100 6eH2866 | 116.92 © BT28-CO 203mm__|_4.7mm Simm 100 ESS 27.39 
@ PLTBH-CO 779mm | 8.9mm 229mm 100 9780630 | 148.50 @ BT2S-MO 203mm_|_ 4.7mm Simm 1000 9386413 | 119.65 
Nylon 6.6 (Polyamide 6.6), Black, 18 Ib @ BT3S-CO 305mm 4.7mm 76mm 100 19C0300 54.91 
@ PLT.7M-MO 79mm 2.3mm 47mm 4000 94F2836 61.35 @ BT3S-M0 305mm 4.7mm 76mm 1000 1407445 329.67 
@ PLT1M-CO 99mm 2.5mm 22mm 100 89F227 22.55 PIM_83911 
@ PLT1M-M30 99mm 2.5mm 22mm 1000 94F2839 65.88 
@ PLT1.5M-CO 142mm 2.5mm 32mm 100 89F221 25.51 CATAMOUNT® CABLE TIES Thomasé&Betts 
@ PLT1.5M-M30 142mm 2.5mm 32mm 1000 96F8051 87.57 a 
@ PLT2M-CO 203mm 2.5mm 51mm 100 94F3126 29.50 Gee tinpiat 
@ PLT2M-MO 203mm 2.5mm 51mm 1000 94F2843 109.51 a | Available 
Nylon 6.6 (Polyamide 6.6), Black, 40 Ib @) 
@ PLT1.51-CO 142mm 3.6mm 365mm 100 89F228 24.49 Standard Natural Outdoor Weather/UV Black 
@ PLT1.51-MO 142mm 3.6mm 35mm 4000 89F220 106.20 © Designed to ease fastening for harness fabrication | © Smooth edges prevent damage to wire insulation, 
@ PLT2I-CO 203mm | 3.6mm 51mm 700 89F 208 and wire bundling reducing shorting 
suka E 35.97 © Natural color ties are perfect for indoor applications @ Tail has 2-sided finger-grip design to help pull tie 
@ PLT2I-MO 203mm 3.6mm 5imm 1000 89F209 140.91 © Black ties are weather and UV resistant for indoor snug, keeps tail from popping out 
@ PLT3I-CO 290mm 3.7mm 76mm 100 96F8060 49.49 and outdoor applications © Temperature range: -40°F to +185°F 
= @ Integrally formed nylon pawl combines low @ Meets MIL-SPEC MS-3367-2 specifications 
@ PLTSIMO 290mm 3.7mm 76mm 1000 96F8064 276.34 insertion and high locking strength © UL listed 
@ PLT4I-Co 368mm 3.7mm 102mm 100 97B0621 63.22 © Rounded, low-profile head reduces snags © Sold in packages of 1000 
@ PLT4I-MO 368mm 3.7mm 102mm 1000 70B5133 428.04 Price per 
Nylon 6.6 (Polyamide 6.6), Black, 50 Ib Bundle Pkg. 
@ PLT1.5S-MO 157mm 4.8mm 38mm 1000 94F2837 119.44 Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1-4+ 
@ PLT2S-M0 188mm 4.8mm 47.8mm 4000 89F211 117.37 Standard Indoor Cable Ties, Nylon 6.6 (Polyamide 6.6), Natural, 18 Ib 
@ PLT2S-CO 488mm 4.8mm 48mm 400 89F210 26.89 @ TY075-18 91mm 2.4mm 20mm 1000 16F1186 _ 
@ PLT3S-MO 292mm =| 4.8mm 76mm 1000 87F6097 323.61 @ TY125-18 136mm 2.4mm 32mm 1000 16F1187 85.82 
@ PLT4S-CO 368mm 4.8mm 102mm 100 89F216 60.76 Standard Indoor Cable Ties, Nylon 6.6 (Polyamide 6.6), Natural, 40 Ib 
@ PLT4S-MO 368mm | 4.8mm 102mm 1000 89F217 343.61 @ TY125-40 141mm 3.5mm 32mm 1000 16F 1188 106.76 
@ PLT5S-CO 445mm 4.8mm 127mm 400 97B0627 85.46 @ TY200-40 205mm 3.5mm 50mm 1000 16F1190 = 
@ PLT5S-M0 445mm 4.8mm 127mm 1000 98B9365 529.45 Standard Indoor Cable Ties, Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib 
PIM_83824 @ TY175-50 186mm 4.6mm 44mm 1000 91F3215 136.28 
Weatherable Outdoor Cable Ties, Nylon 6.6 (Polyamide 6.6), Black, 40 Ib 
@ TY200-40X 205mm 3.5mm 50mm 1000 16F1200 168.78 
aa DOMETOPO BARB TY GABEE PanDuIT Weatherable Outdoor Cable Ties, Nylon 6.6 (Polyamide 6.6), Black, 50 Ib 
© Ideal for outdoor use Rois @ TY175-50X 186mm 4.6mm 44mm 1000 16F1203 148.38 
© Tough, durable, weather resistant Sep tinoiat @ TY400-50X 366mm 4.6mm 102mm 1000 16F1205 441.73 
© Greater resistance to ultraviolet light PIM_15440 
@ Dome-Top head features unique patented design with round, @).. @ = 
smooth edges 
e arenes locking barb provides consistent performance C € CABLE TIE MOUNTS Thomas&Betts 
@ Infinitely adjustable for tight bundles throughout its entire aaa 
bundle range 
© Curved tip design allows for easy pick up, faster initial 
threading and installation (except mfg. part nos. with “LH” 
Light-Heavy cross section which are straight) Lae 
@ High-strength and low thread force _ ——— f 
© Color: black i TC5347A, TC347A 
@ ULlisted, CSA certified except mfg. part nos. with “LH” TC342A, TC5342A 
© CE compliant 
© Sold in package quantities listed below es Dee. ine 
‘ol 
Price per Soper 
Bundle | Pkg. ~~ Nal able 
Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1+ AY 
Nylon 6.6 (Polyamide 6.6), Black, 120 Ib . MCNY 
@ BT2LH-TLO 221mm 7mm 51mm 250 65H8731 141.59 - SMNY-001 
@ BTSLH-LO 300mm 7mm 76mm 50 65H7807 55.37 © For use with Ty-Rap® cable ties up to 50 Ibs. © Constructed of durable Nylon 6.6 
@ BT4LH-LO 378mm 7mm 102mm 50 65H8754 57.02 © Mfg. part nos. TC5347A, TC347A, MCNY foruse © UL recognized 
@ BT4LH-TLO 378mm 7mm 402mm 250 65H8755 180.25 with Ty-Rap® cable ties up to 120 Ibs. ® Sold in package quantities listed below 
> CONTINUED > > CONTINUED > 
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CABLE MANAGEMENT 


CABLE TIE MOUNTS (CONT.) TY-RAP® DETECTABLE CABLE TIES Thomasé&Betts 
Price per © Detectable by metal detectors, x-ray equipment and visual aaa 
Fixing Pkg. detection equipment etinp fate 
5 ST © Rated to 1.5mm ferrous sphere i 
Mfg. Part No. Width | Length | Color Type Qty | Stock No. 1-9+ @ Nylon 6.6 patent-pending detectable compound Available 
Nylon 6.6 (Polyamide 6.6) - 2- or4-Way Design, Self-Adhesive / 2 #8 Screws © Oval, low-profile head and smooth molded body strap 
@ TC5347A 28.58mm | 28.58mm | Natural | Adhesive, Screw | 100 | 10F8226 | 143.15 ; plies ae seipahe ees be Superior holding power 
: justable design for a perfect fi 
@ 1C347A 28.58mm | 28.58mm | Natural | Adhesive, Screw | 1000 | 10F8227 | 818.93 @ Bright blue for easy visual detection 
Nylon 6.6 (Polyamide 6.6) - 2-Way Design, Adhesive-Backed @ Flammability rating: UL94V-2 
@ TC5342A 28.58mm | 28.58mm | Natura! Adhesive 100 | 10F8223 | 176.97 © Maximum operating temperature: 185°F/85°C 
@ 10342 28.58mm | 28.58mm | Natura ‘Adhesive 1000 | 31F2613 940.36 Ty-Rap® detectable cable ties are ideal for food and beverage 
L - processing, pharmaceutical production, chemical and compounds 
Nylon 6.6 (Polyamide 6.6) - 2-Way Saddle Support Base, #6, #8 Screw manufacturing, tobacco processing, tie and airbag manufacturing 
@ SMNY-001-0-D 9.78mm | 15.24mm | Black Screw 500 | 48F3179 pas and any other industry sensitive to contamination using detection 
@ SMNY-001-9-D | 9.78mm | 15.24mm | Natural Screw 500 | 48F3177 = equipment, 
Nylon 6.6 (Polyamide 6.6) - Cradle-Type Design, Adhesive-Backed / #6 Screw ; Bundle HericelEachy 
@ MCNY-1250-9-D | 254mm | 31.76mm | Natural | Adhesive, Screw | 500 | 48F3181 = Mfg.PartNo. | Length Width | Dia. Max. | Qty | EStOpKING EES 
Nylon 6.6 (Polyamide 6.6) - Low-Profile Design Nylon 6.6 (Polyamide 6.6), Blue, 120 Ib 
@ LPN-O-M 2 [Natural] Screw | 1000 | 48F3174 | 440.46 @TYS2TMNDT | _240.36mm_| 6.6mm | 689mm _| 1 |aaaen iL 
Nylon 6.6 (Polyamide 6.6) - Push-In Mount; 0.25” Stud Size Nylon 6.6 (Polyamide 6.6), Blue, 18 Ib 
© 105823 11.13mm | 15.88mm | Natural] PushBarb | 100 | 10F8225 | 80.93 @ TY523M-NDT enon ean 16mm l 2eMzIOS 0.44 
pin eich Nylon 6.6 (Polyamide 6.6), Blue, 50 Ib 
2 @ TY525M-NDT 185.7mm 4.826mm 44.45mm 1 21M5354 0.52 
@ TY528M-NDT 360.68mm 4.83mm 101.6mm 1 22M2105 0.96 
TY-RAP® CABLE TIE INSTALLATION TOOLS Thomas&Betts alae 
TY-RAP® EXTRA HIGH-TEMPERATURE CABLE Thomasé&Betts 
Wy ES a 
@ Designed to withstand extended usage in extra RoHS | 
high-temperature environments Gee einsiat 
WT1-1B WT2-TB 


ERGSO 


Mfg. part no. ERG50 Ty-Rap® ergonomic-designed cable tie installation tool reduces user stress and strain. 
360° rotating nose enables operation from any position. Front-access tension-adjustment wheel permits fast, 
easy changes. Features adjustable tension setting and automatic cutting mechanism. Installs nylon cable ties 
18-50 Ibs. tension, 0.094-0.184” wide. Adjustable grip span adapts to fit large or small hands. Balanced handle 
design with soft, over-molded, round-edged grips for added user comfort. Tool size: 7"L x 5°H x 1.625"W. 

Mfg. part nos. WT1-TB and WT2-TB Ty-Rap® light-duty cable tie installation tools for basic tensioning (twist- 
and-cut), intended for maintenance and spot typing. Cinches up tie with a squeeze action, and cuts away 
excess tail when manually twisted 180°. Tool size: 5.28"L x 2.17"W. Mfg. part no. WT1-TB installs nylon cable 
ties 18-50 Ibs. tension, 0.094"-0.184" wide. Mfg. part no WT2-TB installs nylon cable ties 50-120 Ibs. tension, 


© Constructed of tough, high-temperature, 
heat-stabilizing Nylon 4.6 

© Oval, low-profile head and smooth molded 
body strap 

@ Non-magnetic stainless steel locking device for 
superior holding power 

® Unlimited tensioning range for a perfect fit 

© Rounded edges protect cable insulation from 

damage 

Temperature rating: -40°F/-40°C to 302°F/150°C. 

Light green (olive) color 

Flammability rated UL94V-2 

UL recognized 


= 


0.094"-0.184 wide. Bundle Price Each 
For Use Price Each Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1-44 
Mfg. Part No. Type With StockNo.| — 1-4+ Nylon (Polyamide), Green, 18 Ib 
ERG50 Ty-Rap® Ergonomic Cable Tie} Nylon Cable Ties, 18lbs to 50lbs | 22M0151 | 362.47 @ TYHT23M 91.95mm 2.36mm 15.875mm 4 48K5630 1.76 
Installation Too! Nylon (Polyamide), Green, 50 Ib 
WT1-TB Ty-Rap® Light Duty Hand Tool | Nylon Cable Ties, 18lbs to 50lbs | 31F2639 51.07 @ TYHT25M 185.67mm 4.7mm 44.45mm 1 48K5631 1.82 
WT2-TB Ty-Rap® Light Duty Hand Tool | Nylon Cable Ties, 50Ibs to 120Ibs | 34F1256 66.35 @ TYHT28M 360.68mm 467mm 8.9mm 1 48K5633 5.43 
PIM_6455 PIM_93067 
TY-RAP® CABLE TIES WITH MOUNTING HEADS  Thomas&Betts TY-GRIP™ HOOK AND LOOP FASTENERS 


@ Low profile head with integrated mounting hole 

@ Designed to prevent snags and easy pull through 
bulkheads 

@ Non-magnetic stainless steel locking device 
insures maximum strength and the right tightness 


A 
Compliant 
Available 


Thomas&Betts 


RoHS — 
Compliant 
Available 


© No-slip tail provides easy grip during tensioning 
© Smooth, notchless body constructed of durable Nylon 6.6 
@ Rounded edges protect cable insulation from damage 
© For indoor applications — temperatures up to 85°C (185°F) 
@ Flammability rated UL 94 V-2 
@ UL recognized 
© Sold in packages of 100 
Price per 
Bundle Pkg. Slotted Loop Tie Buckle Tie 
Mfg. Part No. Length Width Dia. Max. Qty Stock No. 4-44 Ty-Grip™ hook and loop fasteners feature Nylon 6.6 on hook side and low-density polyethylene on loop 
7 side. Easy to release and reuse, these fasteners are ideal for applications where changes are anticipated or 
#10 Screw Mount Head, Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib continuous access is required. Enables quick and convenient bundling of data and fiber optic cable. Choose 
@ TY535M 198mm 457mm 44.45mm 100 31F2662 51.49 pre-cut fasteners in choice of slotted loop end or rigid buckle end. Sold in package quantities listed below. 
#4 Screw Mount Head, Nylon 6.6 (Polyamide 6.6), Natural, 18 Ib Bundle Price Each 
@ TY533M 102mm 2.3mm ‘16mm 100 31F2722 49.44 Mfg. Part No. Length Width Dia. Max. Qty | Stock No. 1-4+ 
#8 Screw Mount Head, Nylon 6.6 (Polyamide 6.6), Natural, 40 Ib Pre-Cut Fastener with Rigid Buckle, PE (Polyethylene) / Nylon (Polyamide), Black, 50 Ib 
@ TY534M 152.4mm 3.56mm 28.7mm 100 31F2661 53.46 @ FOL300-50-0 304.8mm 19.05mm 76.2mm 10 6516667 35.56 
PIM_6453 @ FOL-500-50-0 457.2mm 19.05mm 76.2mm 10 48F3167 44.38 
Pre-Cut Fastener with Slotted Loop End, PE (Polyethylene) / Nylon (Polyamide), Black, 40 Ib 
@ FO200-40-0 228.6mm 12.7mm 50.8mm 10 63R7733 19.26 
@ FO350-40-0 330.2mm 12.7mm 50.8mm 10 6516668 25.03 
PIM_39371 


1.800.463.9275 © newark.com 
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WIRE & CABLE TIES 


TY-RAP® SELF-LOCKING NYLON 6.6 CABLE TIES Thomas&Betts TY-RAP® SELF-LOCKING NYLON 6.6 CABLE TIES (CONT.) 
a aa Price per 
i Bundle Le, | 
Ezy Mfg. Part No. Length Width Dia. Max. Qty Stock No. 1-4+ 
Ss Fig. 2 — Weather-Resistant Self-Locking Ties, Nylon 6.6 (Polyamide 6.6), Black, 30 Ib 
Fig. 2 Fig. 3 @ TY26MX 282mm 3.56mm 76mm 1000 | 10Wx3014 | 342.15 
Geetinoian @ TY526MX 282mm 3.6mm 76.2mm 100 90F6112 61.34 
Available @ TY244MX 368mm 3.56mm 101.6mm 1000 83F2886 515.00 
A @) @ @ TY5244MX 368.3mm 3.56mm 101.6mm 100 98F7566 80.46 
\ 1 Fig. 2 — Weather-Resistant Self-Locking Ties, Nylon 6.6 (Polyamide 6.6), Black, 40 Ib 
\ @ TY524MX 139.7mm 3.56mm 28.7mm 100 94F 1346 36.06 
\ @ TY24MX 139.7mm 3.56mm 28.7mm 1000 99F3071 A2Mke2: 
\ @ TY5242MX 208.03mm 3.56mm 50.8mm 100 94F2985 52.97 
@ TY242MX 208.03mm 3.56mm 50.8mm 1000 94F6329 161.84 
\, Fig. 5 Fig. 2 — Weather-Resistant Self-Locking Ties, Nylon 6.6 (Polyamide 6.6), Black, 50 Ib 
Fig. 4 @ TY25MX 185.67mm 483mm 44.45mm 1000 98F5905 149.33 
Available in: ; © Stainless steel locking device for superior holding @ TY525MxX 186mm 4.7mm 44.45mm 100 70B878 39.54 
* ig 4a non. terintor Ate Ogre aaron TS __| ABI |ABm_[ To2rm | 100_[ aera _| 60.7 
@ Fig. 2— Black, weather- and UV-resistant nylon 85°C) @ TY253MX 294.64mm 4.83mm 76.2mm 1000 98F5854 415.47 
e ei ws sarees stabilized nylon 6.6 for outdoor ; Hoot ML Sec MBSOB7 8 (tural Black only) ome ses esac = = sate soos 
ei green, red or Tr EOC : @ UL listed, CSA certified : @ TYS28MX 360.68mm 483mm 101.6mm 100 94F1682 84.37 
Features: © Sold in package quantities listed below Fig. 3 — Flag/ID Ties, Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib 
© Oval, low-profile head and smooth molded strap @ TY546M 180.34mm 4.57mm 44.45mm 100 31F2663 89.59 
Mfg. part no. TY525M-CLRS Ty-Rap® self-locking multi-color cable tie assortment contains 100 cable ties in Fig. 4 — Flag/ID Ties, Nylon 6.6 (Polyamide 6.6), Natural, 18 Ib 
black, brown, red, orange, yellow, green, blue, purple, grey and white (10 of each color). Perfect for where cable @ TYSiM 91.44mm 2.29mm 16mm 500 31F2530 217.16 
fastening is required to match the color of equipment or used for identification purposes. Fig. 5 — Color UV-Stabilized Ties, Nylon 6.6 (Polyamide 6.6), Green, 50 Ib 
Price per @ TY25M-5 185.67mm | 4.749mm | 44.45mm | 1000 | 08P0333 | 249.34 
Bundle Pkg. Fig. 5 — Color UV-Stabilized Ties, Nylon 6.6 (Polyamide 6.6), Multiple, 50 Ib 
__Mfg.PartNo. | Length | Width | Dia Max. | Qty | StockNo. | 1-4* === @ TY525M-CLRS 185.67mm | 483mm | 44.45mm [ 100 | 52M2227 49.75 
Fig. 1 — Standard Self-Locking Ties, Nylon 6.6 (Polyamide 6.6), Natural, 120 Ib Fig. 5 — Color UV-Stabilized Ties, Nylon 6.6 (Polyamide 6.6), Red, 50 Ib 
@ Ty27M 340mm 6.86mm__|__88.9mm | 500 [ROIS ON ESE @ TY25M-2 185.67mm | 483mm | 44.45mm | 1000 | 90B5264 | 249.34 
@ TY527M 340.36mm 6.86mm 88.9mm 50 31F2719 50.98 PIM 6452 
@ TY529M 762mm 6.86mm 228.6mm 50 31F2720 119.83 
Fig. 1 — Standard Self-Locking Ties, Nylon 6.6 (Polyamide 6.6), Natural, 18 Ib 
Sa 91.95mm : aa a : 00 31F2658 20.88 CABLE TIE INSTALLATION TOOLS p rO 7 POWER 
@ TY23M 91.95mm 2.36mm 15.88mm 1000 31F2654 69.77 
@ TYB2315M 177.8mm 23.368mm 38.1mm 1000 10F8218 139.30 
@ TY52315M 178mm 2.29mm 38.1mm 100 10F8228 28.36 
@ TY5232M 203mm 2.29mm 50.8mm 100 31F2713 29.75 
@ TY232M 203.2mm 2.29mm 50.8mm 1000 31F2650 104.50 
@ TY5234M 356mm 2.29mm 101.6mm 100 31F2714 42.42 8506T-001 
@ TY234M 356mm 2.29mm | 101.6mm [| 1000 | 31F2651 | 152.77 ; ; pirat 
Fig. 1 — Standard Self-Locking Ties, Nylon 6.6 (Polyamide 6.6), Natural, 30 Ib a eld uaa GableTie; Installation! gi reine epee ae Tie Tension Tool 
@ TY524M 140mm 3.56mm 28.7mm 100 31F2659 24.62 © Automatic tighten and trim flushing Features: 
@ TY526M 281.94mm 3.56mm 76.2mm 100 31F2716 50.20 © Adjustable tension settings © Tension adjustment 
evan [26mm —|—a8énm [Ton | Yom_[ str2005 | aezas fame dnotsate ieneaeed,—¢ Teatzondeon fs 0 0b; 22nm 0 
@ TY5244M 368mm 3.56mm 101.6mm 100 31F2717 71.18 width max. Lightweight aluminum body with blue coated finish 
@ TY244M 368.3mm 3.56mm 101.6mm 1000 31F2653 387.54 © Rugged construction of lightweight plastic, © Black steel trigger with vinyl trigger boot 
Fig. 1 — Standard Self-Locking Ties, Nylon 6.6 (Polyamide 6.6), Natural, 40 Ib Glass iberireinfonced 
@ TY24M 140mm 3.56mm | 28.58mm | 1000 | 34F2524 89.08 For Use [Price Each 
@ Tv5242M 208mm 356mm | 508mm | 100 | 31F2715 | 37.16 Mfg. Part No. _Type _ lly __|SteckiNes Eee 
@ TY242M 208.03mm 356mm 5.8mm 7000 312652 42040 8506T-001 | Cable Us Installation Tool | 18lbs. to 50lbs. Tes; 4.8mm Max. wath 50N9502 = 
Fig. 1 — Standard Self-Locking Ties, Nylon 6.6 (Polyamide 6.6), Natural, 50 Ib SPC5299 Cable Tie Tension Tool | 18lbs. to 50lbs. Ties; 4.8mm Max. Width | 50N230 74.94 
@ TY25M 185.7mm 4.7mm 44.45mm_ | 1000 31F269 153.48 PIM_6477 
@ TY525M 186mm 4.7mm 44.45mm 100 31F2660 31.07 
@ TY5253M 204.64mm | 4.83mm 76.2mm | 100 | 10F8229 69.86 CABLE TIE INSTALLATION TOOLS PaNDUIT 
@ TY253M 294.64mm 4.83mm 76.2mm 1000 10F8219 294.13 
@ TY528M 360.68mm 4.83mm 101.6mm 100 31F2718 78.75 
@ TY28M 360.68mm 4.83mm 102mm 1000 31F2502 354.82 
Fig. 2 — Weather-Resistant Self-Locking Ties, Nylon 6.6 (Polyamide 6.6), Black, 120 Ib 
@ TY5272MX 222.25mm 7.62mm 50.8mm 50 94F1347 42.33 STS2 STH2 
@ TY27MX 340mm 6.86mm 88.9mm 500 94F1678 413.11 © Economical tools for maintenance or construction © @ Reduce tension slightly, twist tool 1/4 turn in either 
@ TY527MX 340.36mm 7.62mm 88.9mm 50 94F1681 56.67 applications direction to cut off excess cable tie 
@ TY5275MX 457.2mm 6.858mm 127mm 50 01F432 83.68 e Opetator-controlled manual tension and cutof _ 
“ervzrsnx | ae7zrm | conn | Tzrmm | ~st0 | eBEesT_|Trono —‘Meferencete, bupors alte non ult wane pleats, ours hard det 
@ TY529MX 762mm 6.86mm 228.6mm 50 90F6113 146.87 Panduit® cable ties. 
Fig. 2 — Weather-Resistant Self-Locking Ties, Nylon 6.6 (Polyamide 6.6), Black, 18 Ib For Use Price Each 
@ TY23MX 91.95mm 2.29mm 16mm 1000 94F1675 108.63 Mfg. Part No. Type With Stock No. 1-4+ 
@ TY523MX 91.95mm 2.36mm 15.88mm 100 94F1680 27.94 STS2 Cable Tie Tool | Panduit Miniature, Intermediate and Standard} 81F4588 | 40.81 
@ TY52315MX 177.8mm 2.29mm 38.4mm 100 94F2984 44.57 Cross-Section Cable Ties 
@ TYB2315MX 477.8mm 2.337mm 38.1mm 1000 46M2524 159.94 STH2 Cable Tie Tool | Panduit Standard, Heavy-Standard, Light-Heavy, 81F4589 57.42 
and Heavy Cross-Section Cable Ties 
@TV232MX | 203.2mm_| 2.2mm _| 5.8mm _| 1000 | ESOBISSSR IS oy sass 
@ TY5234MX 355mm 2.29mm 101.6mm 100 88F5440 55.98 7 
@ TY234MX 355mm 2.29mm 101.6mm 1000 46M2525 268.76 
> CONTINUED > 


666 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


CABLE MANAGEMENT 


WIRE & CABLE TIE TOOLS 


CABLE TIE INSTALLATION TOOLS PANDUIT’ 
Finding Every Part You Need is 


Easier than Ever! 


GS2B 
GS4H 
@ Metal housing with durable powder coat finish AS81306, Mil. Spec. SAE AS90387-1 
@ Tension selector adjustment knob @ GS4H — Grey housing with red trigger handle 
@ Tightens tie and cuts-off excess and selector knob; meets QPL per Mil. Std. SAE 
@ GS2B — Grey housing with black trigger handle AS81306, Mil. Spec. SAE AS90387-2 


and selector knob; meets QPL per Mil. Std. SAE 
These hand-operated tools feature controlled tension providing consistent results and speeds installation to 
lower costs. Flush tie cut-off eliminates sharp edges and improves safety by preventing damage to adjacent wire 
bundles and injury to workers’ hands and arms. 


For Use Price Each 
Mfg. Part No. Type With Stock No. 4+ 
GS2B Cable Tie Installation Tool | Miniature, Intermediate, Standard) 78F547 
Cross Section Cable Ties (18 Ibs. thru 
50 Ibs.) 

GS2BL Cable Tie Installation Tool | Miniature, Intermediate, Standard | 88F3809 
Cross Section Cable Ties (18 Ibs. thru 
50 Ibs.) 

GS4H Cable Tie Installation Tool | Standard, Heavy Standard, Light) 5876750 
Heavy, Heavy Cross Section Cable Ties 
(50 Ibs. thru 175 Ibs.) 


a 


PIM_6422 
INSTALLATION TOOLS FOR METAL CABLE TIES PaNDUIT’ 
ad =] 
) i 
ST2MT a 
GS4MT 
Mfg. Part No. ST2MT Installation Tool Mfg. Part No.GS4MT Installation Tool See @) ur F nN h anc ed Featu res at 
© Cable tie side entry for immediate positioning of © Single handle operation for fast installation 
tie and tool © Cable tie side entry for immediate positioning of 
@ One hand operation — lightweight tie and tool 
@ Easy removal of excess tie @ Fully adjustable controlled tension 
@ Tool tension is controlled by installer — twist action  @ Easy removal of excess tie | 
cut-off © Qualified per MIL Standard MS90387-3 
@ Rugged, easy-to-operate pliers-type tool provides © @ Automatically tensions and cuts off tie when 
mechanical advantage predetermined tension is reached 


For Price Each 


Mfg. Part No. Type an Stock No. 1+ NEW! Header & Navigation 

ST2MT Cable Tie Installation Tool 94F3151 441.38 a 

GS4MT __| Cable Tie Installation Tool with Adjustable Tension Control 94F3097 = Improved header provides easy access to 
a search, shopping cart and account info. 
DATACOM CABLE TIE GUN enn: Redesigned navigation groups products 
@ Die-cast steel construction for durability and long life Xcelite into convenient categories. 


@ Provides a flush cut with each use for neat, professional installations » Weller 
UPDATED! Search 


New algorithms and search results design 
get you to the right products faster. 


For Use Price Each 
Mfg. Part No. Type With Stock No. i+ 


DCT300V_ | Cable Tie Installation Gun a eee and} 7303406 56.00 | m p roved Prod u ct Pa g e S 


= Redesigned product pages feature key 
information like availability and price. 
New "find similar products" helps you 
find the products you need. 


1.800.463.9275 © newark.com elementiu 667 


When Your Equipment Demands Accurate Indication 
Regardless of the Application 


Capacitive Touch LED Sensor Display 


VCC is the recognized leader 
supporting illuminated electronic 
components for the global markets 
including aerospace, food service, 
people movers, transportation, 
medical, telecom and industrial. 


Panel Mount Indicators 
We provide custom and standard 


solutions with our design engineering 
expertise, superior customer service 
and the broadest product line in the 
industry to exceed user experience. 


Ker From simple to more complex human 

; or machine interface systems, VCC 
excels at designing, testing and 
manufacturing custom light indication 


Rigid / Flexible Light Pipes solutions, in less time. 


Contact us today! 
©8000 eee SC" 


SECTION INDEX 
Optoelectonics, Lamps & Displays 


LEDs & Accessories Non-Visible Optoelectronics 


TED Emitters Serica VS teseseereereseerees sneer 671-674 JOGOS errr eres treseestenre onrrer errr eee eee er 
INST Ss SS secre eee eee cece reer cee Pere beer ree eee eer 674-675 ICKOSCMSOIS reveseresees sess ee nn 
LAT] TAT of se ae a tr eee eee 675-6768 ||| OPLOCOUI ICTS arse erence arene ace era remeron cree eres erey 


Displays Fiber Optic & Laser Electronics 


HED ADISDIaVSiteceen cree reserseresrtrnercrereesarrcren err renee ere ee 677 
LE DADS lay Sierceserrrst reeset reece rn ee ee ere 677-678 


LAL O{ 10) 0) (eee eee sere renee Racecar eorocen cra FEE ener eae ee 682-683 
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LomRon 
EE-SPXg04 | 


eee 


GPS MSG IDEN 


To search by manufacturer, see our detailed Manufacturer Index on page 1768. 
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Displays, Lamps, LEDs, Indicators & Sensors 


HIGH LED ARRAYS, LED PANEL LED CIRCUIT 


BRIGHTNESS & HIGH HIGH POWER STANDARD | BAR GRAPHS & LED MOUNT BOARD 
MANUFACTURER POWER LEDS LED MODULES LEDS DISPLAYS REPLACEMENTS | INDICATORS INDICATORS 


BIVAR rT a a a rT = 


BRIDGELUN a a | 


The Magic of Light~ 


@ BROADCOM a a r a 
y a | | | a a 
AVCC PRODUCT FAMILY 
CREE@ : a cy o 
Diglight . a a " . © 
LED ENGIN. | | | a 
LUMEX . ey a a Py : = 
Nora 2 
tfron’ 
OSRAM i) | | a Py 
Panasonic o | r 
()etectronics |_| o Bo Oo 
Make Possible 
voc a rT r a ] ] o 
VISHAY. fal | P| 
Vv 
a | | a | 
wramcoao 


See our full range at newark.com/optoelectronics-displays 


670 The Broadest Selection of Electronics Products & Solutions 


LEDS & ACCESSORIES 


LED EMITTERS & ARRAYS 


HIGH-INTENSITY LED LAMPS @BROADCOM’ CREE 5mm ROUND, HIGH BRIGHTNESS LEDs (cONT,) 


connecting everything » 


Order codes are configured in the following manner: 


Gepiinyen COCCC - DXG - XHHKKMIN T 
Available Product Series D - Color HH - Minimum Intensity Bin T - Package Type: 
G - Option: KK - Maximum Intensity Bin 1: Bulk Pack 


SS S : Standoff M - Minimum Wavelength / 2: Ammo Pack 
RECTANGULAR (2X5mm) N= No Standoff 


Chromaticity Range 3 : Tape & Reel (Roll Pack) 
F134 B: Black Face N - Maximum Wavelength / 4: Tube Pack 
Viewing | Luminous | Forward | Wave- Price Each pe Ay hite Face Chromaticity Range 
Mfg. Part No. Color | Angle Intensity | Current | length | Stock No. 1-9+ : Black Body 
Through Hole, Rectangular Viewing | Luminous | Forward | Wave- Price Each 
@ HLMP-S501 Green 110° 4mcd 20mA_ | 569nm | 40K0017 0.70 Mfg. Part No. Angle Intensity Current | length | Stock No. 1-94 
@ HLMP-S201 Red 110° 3.5mcd 20mA | 626nm | 40K0014 = SMD, Dome, Amber 
@ HLMP-S100 Red 110° 7.5mcd 20mA | 637nm | 40K0013 2.04 @ CLM2B-AEW-CYBB0263 60° Sed 50mA | 591nm | 8373700 0.20 
HLMP-S301 Yellow | 110° 2.1mced 20mA | 585nm | 40K0016 = SMD, Round, Amber 
Through Hole, Round @ CLM4B-AKW-CWAXB263 120° 1.5¢d 50mA | 591nm | 8313701 0.69 
@ HLMP-NLOG Amber 60° 96.2mced 20mA | 590nm | 92F656 _ SMD, Round, Blue 
@ HLMP-C515 Green 15° 170mcd 20mA | 570nm | 39K9944 0.07 @ CLM1B-BKW-CTAUB363 120° 450mcd 20mA | 470nm | 8313697 = 
@ HLMP-3950 Green 24° 265med 20mA | 569nm | 42K5950 0.73 @ CLM1B-BKW-CTBUB453 120° 450mcd 20mA | 470nm | 8373698 = 
@ HLMP-1521 Green 45° 22mcd 10mA | 569nm | 40K0035 0.04 @ CLM4B-BKW-CTBVA363 120° 550mcd 30mA | 470nm | 8373702 = 
@ HLMP-1540 Green 45° 45mcd 20mA | 569nm | 40K0036 0.64 SMD, Round, Green 
@ HLMP-1790 Green 50° 2.3mcd 2mA | 569nm | 40K0046 0.61 @ CLM1B-GKW-CVAXA7A3 120° 1.3cd 20mA | 527nm | 8373699 su 
@ HLMP-4740 Green 50° 2.3mcd 2mA | 569nm | 40K0082 0.55 @ CLM4B-GKW-CWBYA693 120° 1.8cd 30mA | 527nm | 8313703 = 
@ HLMP-1503 Green 60° 1med 10mA | 569nm | 40K0032 0.48 SMD, Round, Red 
HLMP-1503-D0000_ | Green 60° 4.2med 10mA | 569nm | 40K0033 0.17 @ CLM4B-RKW-CWAXBAA3 120° 1.6cd 50mA | 624nm | 8373704 0.18 
@ HLMP-3507 Green 60° 4.2mcd 10mA | 569nm | 40K0061 0.48 Through Hole, Oval, Blue 
@ HLMP-3507-D00B2 | Green 60° 4.2mcd 10mA | 569nm | 40K0062 1.60 @ C4SMK-BJS-CQ0T0352 115° 780mcd 20mA 470nm | 78R6506 = 
HLMP-C008-U0000 Red 8° 6cd 20mA_ | 626nm | 39K9937 = Through Hole, Oval, Red 
@ HLMP-C215 Red 15° 138mcd 20mA_ | 626nm | 39K9940 0.27 @ C5SMF-RJS-CTOWOBB2 100° 4.18cd 20mA | 621nm | 08R2866 = 
@ HLMP-D155 Red 24° 10mcd 1mA | 637nm | 39K9950 0.20 @ C503B-RCN-CWOZOAA2 30° 5.1¢ed 20mA | 624nm | 08R2994 0.61 
@ HLMP-3750 Red 24° 125mcd 20mA | 626nm | 42K5949 0.73 Through Hole, Round, Amber 
HLMP-C625-P0000 Red 25° 700med 20mA | 635nm | 39K9946 = @ C503B-AAN-CY0B0251 15° 13cd 20mA | 596nm | 08R2874 0.16 
@ HLMP-3316 Red 35° 60med 10mA | 626nm | 40K0053 0.46 @ C503B-AAS-CY0B0251 15° 13cd 20mA | 596nm | 08R2880 0.09 
@ HLMP-K155 Red 45° 3mcd 1mA | 637nm | 39K9990 0.15 @ C503B-ABN-CW0Z0251 23° 5cd 20mA | 596nm | 73P7938 0.13 
@ HLMP-1340 Red 45° 55mced 20mA_ | 626nm | 40K0025 0.64 @ C503B-ABN-CX0Y0341 23° 5Scd 20mA | 596nm | 08R2889 0.05 
@ HLMP-K105 Red 45° 65mcd 20mA_ ‘| 637nm | 39K9988 0.64 Through Hole, Round, Blue 
@ HLMP-1700 Red 50° 2.1mced 2mA_ | 626nm | 40K0044 0.64 @ C503B-BCN-CV0Z0461 30° 4.1¢cd 20mA | 480nm | 04R6674 0.23 
@ HLMP-4700 Red 50° 2.3mced 2mA_ | 626nm | 40K0080 0.61 @ C503B-BCS-CV0Z0461 30° 4.1¢cd 20mA | 480nm | 04R6675 0.52 
@ HLMP-K150 Red 60° 2med 1mA_ | 637nm | 39K9989 0.56 Through Hole, Round, Green 
@ HLMP-3301-D0000 Red 60° 2.1med 10mA | 626nm | 40K0049 0.57 @ C503B-GAN-CBOF0791 15° 34cd 20mA | 535nm | 04R6676 0.60 
@ HLMP-1301 Red 60° 3.4med 10mA | 626nm | 42K5948 0.48 @ C503B-GAS-CB0F0791 15° 34cd 20mA | 535nm | 04R6677 = 
@ HLMP-3301 Red 60° 5.4med 10mA | 626nm | 40K0048 0.48 @ C503B-GCN-CY0C0791 30° 12.5cd 20mA | 535nm | 04R6678 0.27 
@ HLMP-3762 Red 60° 8.6mcd 10mA | 626nm | 40K0073 0.82 @ C503B-GCS-CY0C0791 30° 12.5cd 20mA | 535nm | 04R6679 0.20 
@ HLMP-K101 Red 60° 45mcd 20mA_ | 637nm | 39K9987 = Through Hole, Round, Red 
@ HLMP-D150 Red 65° 3med 1mA | 637nm | 39K9949 0.61 @ C503B-RBN-CWOZOAA1 23° 5cd 20mA | 630nm | 02P7158 = 
@ HLMP-D101 Red 65° 70med 20mA_ | 637nm | 39K9947 0.64 @ C503B-RBN-CXOYOAA1 23° Sed 20mA | 630nm | 08R2983 = 
@ HLMP-3850 Yellow | 24° 140med | 20mA | 585nm | 40K0074 0.58 @ C503B-RCN-CWOZOAA1 30° 5.1ed 20mA_| 630nm | 08R2993 0.16 
@ HLMP-3416 Yellow 35° 50mcd 10mA | 585nm | 06F6723 0.46 @ C503B-RCS-CWOZOAA1 30° 5.1¢d 20mA | 630nm | 08R2999 0.14 
HLMP-1421 Yellow 45° 15mced 10mA | 585nm | 40K0029 0.07 PIM_ 132434 
@ HLMP-1440 Yellow 45° 45mcd 20mA | 585nm | 40K0030 0.64 
@ HLMP-1719 Yellow 50° 2.1med 2mA | 585nm | 40K0045 0.53 LED, White (<75mA) 
@ HLMP-4719 Yellow 50° 2.1med 2mA | 585nm | 40K0081 0.55 = : eh 
adel a, bald a eau | wails Mfg. Part No. Color Ue eda police prin StockNo.| _1-9+ 
@ HLMP-3401 Yellow 60° 5.7mcd 10mA | 585nm | 40K0057 0.48 SMD 
For Use Price Each @ CLA2A-WKW- CoolWhite | 120° ] 3.8cd | 20mA | 3.2V | 8373696 0.26 
Mfg. Part No. Type With Stock No. 1-1-9+ CYBZ0343 
@ HLMP-0103 Panel Mount Clip and Retaining Ring | Avago5mmLEDs | 40K0019 0.55 SMD, Round 
PIM_2637 @ CLA1A-WKW- Cool White | 120° 2.8cd 30mA 3.6V | 8373694 0.15 
ia CXAYB153 
@ CLA1A-WKW- Cool White | 120° 2.8cd 30mA 3.6V | 8373695 0.11 
CREE 5mm ROUND, HIGH BRIGHTNESS LEDs CREE — CXAYB453 
eaten Seed @ CLA1A-MKW- Warm White} 120° 2.5cd 30mA 3.6V | 8373693 0.14 
g CWBYA133 
ee ® é. & Gee simpiat Through Hole, Round 
. -e TT J @ C513A-WSN- Cool White | 55° 4cd 20mA | 3.2V | 04R6682 = 
- — * | | J y CVv0Y0151 
\ | / @ C535A-WJN- Cool White | 110° 4.18cd 20mA | 3.2V_ | 80Y4798 0.20 
\ CTOWO0151 
( / @ C535A-WJN- Cool White | 110° 4.18cd 20mA | 3.2V | 80Y4799 0.21 
CTOW0231 
, @ C535A-WJN- Cool White | 110° 4.18cd 20mA 3.2V | 80Y4800 0.53 
Applications: ® Traffic Lights uOWOEst 
© Advertising signs © Automotive Lighting @ C513A-WSN- Cool White | 55° 12cd 20mA 3.2V | 47X0278 0.24 
@ Indicators cwoz0151 
These round LED families offer superior light output for excellent readability in outdoor applications. The @ C513A-WSN- Cool White | 55° teed 20mA 3.2) 47X0279 0.59 
lamps are made with an advanced optical-grade epoxy that offers superior high-temperature and high-moisture Cwoz0152 
resistance performance in outdoor sign and signal applications. The encapsulation resin contains UV inhibitors @ C503B-WAN- Cool White | 15° 23.5¢ed 20mA 3.2V | 73P7767 = 
to minimize the effects of long-term exposure to direct sunlight, resulting in stable light output over the life of the CABBB231 


LED. (MFPN XXXXX-XXS indicates Standoffs, XXXXX-XXN indicates No Standoffs) 


> CONTINUED > > CONTINUED > 
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LEDS & ACCESSORIES @ Indicates RoHS Compliant A] Find Datasheets Online 


LED EMITTERS & ARRAYS 


LED, White (<75mA) (CONT.) THROUGH HOLE LEDs (CONT.) 
Viewing | Luminous | Forward | Forward Price Each Viewing | Luminous | Forward | Wave- Price Each 
Mfg. Part No. Color Angle | Intensity | Current | Voltage | Stock No. 1-9+ Mfg. Part No. Color | Angle | Intensity | Current | length | Stock No. 1-9+ 
Through Hole, Round Through Hole, Rectangular 
© C503B-WAN- CoolWhite | 15° | 46.4cd | 20mA | 3.2V | B0v4768] 054 @ SSL-LX4673YD-LA20 | Yellow | 100° | 6mcd | 20mA | 585nm | 0949304 0.37 
CBBDB151 @ SSL-LX2573YD Yellow | 110° | 10mcd | 20mA | 585nm | 67K1166 0.11 
© C5038. WAN CoolWhite | 15° | 46.4cd | 20mA | 3.2V | sova7e9| 0.13 Through Hole, Round 
ere Coolwhite | 15° |} 46tod | ama | aay | eovarao |) ps @ SSL-LX5093XAC Amber] 20° | 600mcd | 20mA | 610nm| 09J9532 0.12 
CBBDB231 @ SSL-LX3044AD Amber | 60° t5mcd | 20mA | 605nm| 0949510 0.11 
@ C503B-WAN- CoolWhite | 15° | 46.4cd | 20mA | 3.2V | sova772| 0.14 @ SSL-LX5093AD Amber | 60° | 30mcd | 20mA | 605nm | 59K0274 0.48 
CCADB151 @ SSL-LX5093AD-TR Amber | 60° | 30mcd | 20mA | 605nm| 202349 i 
@ C503C-WAN- CoolWhite | 15° | 46.4cd | 20mA | 3.2V | 2870874] 0.24 @ SSL-LX5093XUSBC Blue | 10° | 2500mcd | 20mA | 470nm| 20J2516 a 
CBBDB151 @ SSL-LX50595UBC125 | Blue | 15° 2cd 20mA | 470nm | 2052174 amy 
pee aa CoolWhite | 15° | 46.tod ) 20mA | 3.2V |R2BTOB755 e120 @ SSL-LX5093USBCIG | Blue | 15° t5cd | 20mA | 465nm| 45Y0801 | 0.05 
© C503C-WAS- CoolWhite | 15° | 46.1cd | 20mA | 3.2v | 2eT0882| 0.14 SSSEDSUAUSEG Bie | 3a" tod_| 20mA_| 470nm (RGURG3E6 ROA 
CBBDB151 @ SSL-LX4073USBC Blue | 30° | 750mcd | 20mA | 470nm| 77M1569 0.63 
@ C503C-WAS- Cool White | 15° | 46.1cd | 20mA | 3.2v | 2870883] 0.19 @ SSL-LX5093USBC Blue | 30° | 1000med | 20mA_| 470nm | 20J2492 0.39 
CBBDB152 @ SSL-LX3044USBD Blue | 60° | 80mcd | 20mA | 470nm| 20J1794 0.66 
@ C503D-WAN- CoolWhite | 15° | 64.6cd | 20mA | 3.2V | 80v4777| 0.60 @ SSL-LX5093USBD Blue | 60° | 300mcd | 20mA | 470nm| 09N9458 2.03 
CCBEB232 @ SSL-LX100133USBD Blue 60° 300mcd | 20mA | 470nm | 77M1377 0.93 
. fre a Warm White| 55° 12cd 20mA 3.2V | 80Y4779 0.23 @ SSL-LX5093UPGC/G Green 45° 40cd 20mA | 520nm| 45Y0800 0.07 
eCHAANIEK: Wana Whtel 765° jaca | aoma | 3av | eovares | 025 @ SSL-LX50595UPGC125 | Green | 20° 5cd 20mA | 574nm | 2052175 2.51 
CX0Z0511 @ SSL-LX5093XGC Green | 20° | 250mcd | 20mA | 505nm| 0949533 0.12 
@ C513A-MSS- Warm White | 55° faced | 20mA | 3.2V | 8ov47—9| 0.24 @ SSL-LX3044UPGC Green | 30° t.tcd | 20mA | 525nm | 77M1443 0.47 
cwoz0132 @ SSL-LX3044GT Green | 30° | 40mcd | 20mA | 565nm| 0949281 0.06 
PIM_5512984 @ SSL-LX5093GT Green 30° 50mced 20mA | 565nm | 09/9308 0.12 
sg @ SSL-LX5093LGT Green | 30° | 80mcd | 20mA | 565nm| 09/9314 0.06 
LED, Multicolour (<75mA) @ SSL-LX3044G6C Green | 30° 100mcd | 20mA | 565nm | 09J9279 0.43 
Mfg. Part | Viewing itamuinous [TapeCut © SSL-LX50636T Green | 30° | 100mcd | 20mA | 505nm| 0949521 a 
No. Angle Intensity Wavelength Stock No. 1-9+ @ SSS-LX5093GT-250B Green 30° 150mcd 20mA | 565nm | 20J2840 0.26 
SMD, Red, Green, Blue @ SSL-LX5093UEGC Green | 30° | 1500mcd | 20mA | 502nm | 56/9639 1.48 
e@cLxéa- | 120° | R700mcd,G1.4cd,B400mcd | R624nm,G540nm,B480nm | 83T3710 a @SSLLX3044GD-12V | Green | 60° &med 12mA_| 565nm | 09/9511 0.71 
FKB- @ SSL-LX3044GD-5V Green | 60° 6mcd | 12mA | 565nm| 099512 0.28 
SMD, Round, Red, Green, Blue @ SSL-LX3034GD Green 60° 10med 20mA | 565nm | 58K2368 0.09 
@CLVBA- | 110° |R320mcd,G500med,B160med | R624nm,G540nm,B480nm | 8373706 = @ SSS-LX3054GD-250B | Green | 60° 12mcd | 20mA | 565nm| 2042730 = 
ish @ SSL-LX3044PGD Green | 60° | 20mcd | 20mA | 555nm| 09N9516 0.13 
e@civiA- | 120° | R900mcd,G1.4cd,B450med | R624nm,G540nm,B480nm | 8373708 ae © SSL-1x50936D12V | Green | 60°} 20med | tama | S65nm | 0909527 aa 
* = son @ SSL-LX5093GD-5V Green | 60° | 20mcd | 12mA | 565nm| 58K2373 0.14 
- @ SSL-LX5093LGD Green | 60° | 30mcd | 20mA | 565nm| 0949313 0.37 
TRB GHiSODLED ia ia eae @ SSL-LX5093PGD Green | 60° | 30mcd | 20mA | 555nm| 099531 0.07 
s LUMEnR @ SSL-LX5093GD Green | 60° | 30mcd | 20mA | 565nm| 59K0273 0.38 
Creating LED and LCD Solutions Tgether™ @ SSS-LX5093GD-500B | Green | 60° | 30mcd | 20mA | 565nm| 202826 0.32 
Gee einoian @ SSL-LX4064GD Green | 60° 30med | 20mA | 565nm| 20J2065 0.13 
Available @ SSL-LX5063GD Green 60° 30mced 20mA | 565nm} 20J2180 0.13 
@SSL-LX5093LGD-TR | Green | 60° | 30mcd | 20mA | 565nm| 77M1626| 0.18 
@ SSL-LX3044GD Green 60° 40mcd 20mA | 565nm} 09J9280 0.42 
@ SSL-LX20465GD Green | 70° 10med | 20mA | 565nm| 0949504 0.10 
@ SSL-LX3044S0C Orange | 30° ted 20mA | 620nm| 0949491 0.29 
@ SSL-LX3054SOC Orange | 30° 2.5cd | 20mA | 610nm | 77M1538 a 
uf @ SSL-LX5093SOC Orange | 30° | 2500mcd | 20mA | 610nm| 67K1169 0.25 
SML-LX5093USB SSL-LX5098L6D @ SSL-LX5093SIC/G Red 15° 15cd 20mA | 630nm | 45Y0798 0.12 
Viewing | Luminous | Forward | Wave- | Price Each - @ SSL-LX5093XRC-TR Red 20° 1.2cd 20mA_ | 660nm | 77M1645 0.18 
Mfg. Part No. Color | Angle | Intensity | Current | length | Stock No. 1-9+ @ SSL-LX5093XIC Red 20° 600mcd 20mA | 635nm | 0949323 0.45 
SMD, Dome @ SSL-LX5093XRC Red | 20° | 1200mcd | 20mA | 660nm| 20/2501 | 0.12 
@ SSL-LXAZ2BSUGCTRII | Green| 25° | 200med_| 20mA | 574nm [ROS12658 | MaIOISO @ SSL-LX5093XRC/4 Red | 20° | 2500mcd | 20mA | 660nm | 09/9324 | 0.19 
SMD, Round @ SSL-LX3044IT Red | 30° | 30mcd | 20mA | 635nm| 09J9515 0.11 
@ SSL-LXA228GC-TR11__ | Green] 25° | 30mcd | 20mA | 565nm | 75K1523 = @ SS.5083T Red 130° | Somed 1 2omA | 635nm [Npeiieneas = 
@ SSL-LXA228SGC Green| 25° | 50mcd | 20mA | 565nm | 58K2352 = @Sslxc0oiT Red | 30° | gomed | 20mA | 635nm [Ngee ar 
@ SSLLXAZ28SUGCTRS1 | Green| 25" | 200med | 20mA | 574nm | 201268 | 0.50 @ SSL-LX5093IC Red | 30° | 80mcd | 20mA | 635nm| 20/2396 | 0.06 
© SSL-LXA228IC Red | 25° | 60med_| 20mA_| 635nm |RSGR2SS08 RGRIS © SSL-LX3044IC Red | 30° | 125mcd | 20mA | 635nm| 09/9283 | 0.39 
@SSLLXAZZ7IC-TRIIA | Red | 25° | 60med_| 20mA | 635nm | 77M1364 | ___ 0.09 @ SSL-LX3044SRC/D Red | 30° | 600mcd | 20mA | 660nm| 09J9288 | 0.41 
@ SSLLXA228SRC-TRI1 | Red | 25° | 600med_| 20mA | 660nm | 75K1525 | 0.34 @ SSL-LX5093SRC/DU Red | 30° | 1200mcd | 20mA | 660nm| 20J2454 | 0.17 
@ SSL-LXA228SYC-TR31 | Yellow] 25° | 250mcd | 20mA | 590nm | 20J1270 0.24 @ SSL-LX5093SRC/DV Red | 30° | 1500mcd | 20mA | 660nm| 09J9492 0.46 
@ SSL-LXA228SYC Yellow | 25° | 300mcd | 20mA | 585nm | 09U9502 = © SSL-LX5093SRCIE Red | 30° | 2800mcd | 20mA | 660nm| 0949320 0.72 
Through Hole, Rectangular @ SSL-LX5093HD-5V Red 60° 3med 12mA | 700nm | 0949529 0.20 
@ SSL-LX2573AD Amber] 110° | Smcd | 30mA |605nm| 0909272] 0.37 “@SSL-1x5093HD ~+|| Red | 60° | Smcd | 20mA | 700nm| 63K6de7 | 0.43 
@ SSL-LX2573USBD Blue | 110° | 70mcd | 20mA | 470nm | 20J1563 0.75 @ SSL-LX3044HD Red | 60° émed | 20mA | 700nm| 0949282 0.12 
@ SSL-LX4673GD-LA20 | Green| 100° | 6mcd | 20mA | 565nm | 099302 0.37 @ SSL-1x3044ID-12V Red | 60° @med | 30mA | 635nm| 09/9513 0.22 
@ SSL-LX2573PGD Green] 110° | 6med | 20mA | 555nm | 0949506 0.06 @ SSL-LX3044ID-5V Red | 60° émed | 30mA | 635nm| 0949514 0.32 
@ SSL-LX25783GD Green | 110° gmed | 20mA | 565nm | 67K1167 0.12 @ SSL-LX5099LBI-SRD Red | 60° 10ucd | 10.5mA | 660nm | 202583 5 
@ SSL-LX2573GD Green} 110° | 10mcd | 20mA | 565nm | 0949273 0.40 @ SSL-LX50931D-5V Red | 60° | 20mcd | 12mA | 635nm| 0949530 0.31 
@ SSL-LX46731D-LA20 Red | 100° | 12mcd | 20mA | 635nm| 0949303 0.25 @ SSL-LX30541ID Red | 60° | 20mcd | 20mA | 635nm| 20/1892 0.18 
@ SSL-LX257831D Red | 110° | 9mcd__| 20mA_| 635nm | 09/9278 0.12 @ SSL-LX30441D Red | 60° | 30mcd | 20mA | 635nm| 0909284 0.44 
@ SSL-LX25731D Red | 110° | ‘10mcd | 20mA | 635nm| 0909274 0.35 @ SSL-LX3044LID Red | 60° | 3omed | 20mA | 635nm (NOBiaaEe ah 
@ SSL-LX2573SRD Red 110° 80mcd 20mA | 660nm | 09J9507 0.04 @ SSL-LX3052ID Red 60° 30mced 20mA | 635nm | 0949294 0.10 
> CONTINUED > > CONTINUED > 
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LEDS & ACCESSORIES 


LED EMITTERS & ARRAYS 


THROUGH HOLE LEDs (CONT.) MULTICOMP LEDS (CONT.) 


Viewing | Luminous | Forward | Wave- | Price Each Viewing | Luminous | Forward | Forward Price Each 
Mfg. Part No. Color | Angle | Intensity | Current | length | Stock No. 1-9+ Mfg. PartNo. | Color Angle Intensity Current | Voltage | Stock No. 1-9+ 
Through Hole, Round SMD, Rectangular 
@ SSL-LX5093ID Red 20mA_ | 635nm | 09/9310 0.37 @ OVS-0601 White 140° 340mcd 20mA 3.2V 15R2204 0.80 
@ SSL-LX5063ID Red 20mA_ | 635nm | 09/9522 0.11 @ OVS-0801 White 140° 400mcd 20mA 3.2V 15R2209 0.44 
@ SSL-LX5093LID Red 40mced 20mA_ | 635nm | 09/9315 0.41 @ OVS-3101 White 120° 700med 20mA 3.2V 15R2220 — 
@ SSS-LX5093SRD-350B | Red 100mcd 20mA_ | 660nm | 2032915 0.40 SMD, Round 
@ SSL-LX5093SRD/D Red 250mcd 20mA_ | 660nm | 09J9321 0.13 @ OVS-3001 White 120° 1.25cd 20mA 3.2V 15R2215 OD 
@ SSS-LX5093SRT11-25 Red 300mced 20mA_ | 660nm | 2032919 0.33 SMD, Rectangular 
@ SSL-LX3044SRD/G Red 500mcd 20mA_ | 660nm | 2051787 eas @ OVS-2101 White 120° 1.3cd 20mA | 3.2V 15R2214 0.22 
@ SSL-LX204651D Red 25mced 20mA_ | 635nm | 09J9505 0.09 SMD, Round 
@ SSL-LX203CIT Red 6mcd 20mA_ | 635nm | 58K2367 = @ 703-1026 White 120° 2.098cd 20mA 3.2V 9478943 = 
@ SSL-LX5093SYC/G Yellow 16.5cd 20mA_ | 595nm | 45Y0799 0.12 @ OVS-3301 White 120° 3.3ed 20mA 3.2V 15R2221 0.10 
@ SSL-LX5093YT Yellow 40mcd 20mA_ | 585nm | 09/9327 0.08 @ 703-1032 White 120° §.5¢ed 20mA 3.2V 9478949 0.21 
@ SSL-LX5063YT Yellow 40mced 20mA_ | 585nm | 09/9526 — @ 703-1040 White 120° 6.02cd 20mA 3.2V 9478957 — 
@ SSL-LX3044YC. Yellow 90mcd 20mA | 585nm | 09J9291 0.12 SMD 
@ SSL-LX3044YT Yellow 90med 20mA_ | 585nm | 09/9519 0.09 @ 703-1033 White 120° 7.3ed 150mA 3.2V 9478950 0.35 
@ SSL-LX5093SYC Yellow 1000mcd 20mA | 590nm | 09J9322 0.26 SMD, Rectangular 
@ SSL-LX3044YD-5V Yellow 60° 6med 12mA | 585nm | 09J9518 0.18 @ OVS-0606 Yellow 130° 350mcd 20mA 21V 15R2207 0.06 
@ SSL-LX3044YD-12V Yellow 60° 6mcd 12mA | 585nm | 58K2370 0.20 @ OVS-0806 Yellow 130° 400mcd 20mA 21V 15R2212 0.43 
@ SSL-LX3034YD Yellow 60° 10mcd 20mA_ | 585nm } 09/9509 0.07 SMD, Round 
@ SSL-LX3044LYD Yellow 60° 30med 20mA_ | 585nm | 09/9287 0.11 @ OVS-3006 Yellow 120° 450mcd 20mA 21V 15R2218 0.57 
@ SSL-LX3044YD Yellow | 60° 30mced 20mA | 585nm | 0949292 0.12 Through Hole, Dome 
@ SSL-LX5093LYD Yellow 60° 30med 20mA_ | 585nm | 09/9316 0.10 @ OVL-3323 Blue 30° 1.7cd 30mA 3.2V 15R2195 0.51 
@ SSL-LX5093YD Yellow 60° 30med 20mA_ | 585nm | 09/9326 0.10 @ OVL-5523 Blue 15° 4.3¢cd 30mA 3.2V 15R2200 0.51 
@ SSS-LX5093YD-500B | Yellow} 60° 30mced 20mA | 585nm | 20J2930 0.32 Through Hole, Round 
@ SSL-LX5093LYD-TR Yellow 60° 30mcd 20mA_ | 585nm | 77M1627 es @ 703-0087 Green 30° 50mced 20mA 21V 9478843 0.18 
@ SSL-LX5093SYD Yellow 60° 300mcd 20mA | 590nm | 2052488 0.68 @ 703-0097 Green 15° 150mcd 20mA 21V 9478853 0.17 
@ SSL-LX3052YD Yellow 80° 15mcd 20mA_ | 585nm | 67K1168 0.10 Through Hole, Dome 
@ SSL-LX203CYT Yellow} 160° 6mcd 20mA_ | 585nm | 59K0270 = @ OVL-3324 Green 30° 5ced 30mA 3.2V 15R2196 0.60 
PIM. 80616 e@ovi-s524 [| Green | 15° 130d 30mA | 3.2 | 15R2201 0.54 
Through Hole, Round 
@ 703-0089 Orange 35° 50mced 20mA 21V 9478845 0.21 
MULTICOMP LEDS multicomp @ 703-0090 Red 36° 100med 20mA 1.8V 9478846 0.23 
@ 703-0100 Red 15° 400mcd 20mA 1.8V 9478856 0.23 
Gepietpiat © 703-0091 Red 35° 300med 20mA 1.9V 9478847 447 
Available Through Hole, Square 
@ OVA-1068 Red 120° 400mcd 30mA 21V 15R2187 0.18 
Through Hole, Round 
@ OVA-1088 Red 90° 2.7¢cd 30mA 21V 15R2192 0.96 
Through Hole, Dome 
@ OVL-3328 Red 30° §.5¢ed 30mA 21V 15R2198 0.06 
yore ee @ OVL-5528 Red 15° 750d 30mA_ | 2.1V | 15R2203 0.59 
@ OVL-3321 White 30° 8cd 30mA 3.2V 15R2194 0.64 
OSes @ovi-s521 | White | 15° 18cd 30mA a 15R2199 0.03 
A popular selection of our range of Multicomp LEDs Through Hole, Round 
Viewing | Luminous | Forward | Forward |PriceEach = “703-0088 | Yellow | 35° 50med | 20mA | 21V | 9078844] 0.21 
Mfg. Part No. Color Angle | Intensity | Current | Voltage | Stock No. 1-9+ © 703-0098 Yellow 15° 150med 20mA | DV 9478854 ae 
SMD, Rectangular 
© OVS-0603 Blue 130° | 100mcd | 30mA | 3.2V | 15R2205 | 0.67 Through Hole, Roma 
- @ OVL-3326 Yellow 30° 5cd 30mA 21V 15R2197 0.48 
eves = 130° | 100med | 30mA_| 32V _|RISHZZIUN EOS @0vi5526 | Yellow | 15° 10cd 30ma | 24v | 15R2202 | 0.62 
Sip, Round PIM_5569978 
@ OVS-3003 Blue 120° 200mcd 20mA 3.2V 15R2216 0.10 = 
SMD, Rectangular ; ; 
© 703-0104 Green 140° | ‘timed | 20mA | 26V | 9478860 | 0.15 RGB LED Light Strip 
@ 703-0109 Green 140° 41mcd 20mA 2.6V 9478865 0.29 No. of Illumination Input Input Price Each 
@ OVS-0804 Green 130° 300mcd 20mA 3.2V 45R2211 a Mfg. PartNo. | Length | LEDs Color Voltage | Power | Stock No. 1-9+ 
@ OVS-0604 Green 130° 300med 20mA 3.2V 45R2206 are @ 703-0199 100mm 6 Red, Green, Blue | 24VDC | 2.25W | 9478937 = 
SMD, Round PIM_5570218 
@ OVS-3004 Green 120° 500mcd 20mA 3.2V | 15R2217 = 
SMD IR Emitters 
@ 703-1038 Green 120° 5.1cd 150mA 3.2V 9478955 0.63 Case Viewing VF Price Each 
SMD, Rectangular Mfg, Part No. Style Angle If(AV) | Max | Stock No. 1-94 
@ 703-0112 Red 140° 15med 20mA 1.8V 9478868 0.19 @ OFL-3102 T-1 (3mm) 30° 20mA 1.5V 45R2143 0.17 
SMD, Round @ OFL-5102 T-1 3/4 (5mm) 10° 2omA | 15V 15R2144 0.03 
© 703-0101 Red 15° | 600mcd | 20mA | 1.9V | 9478857 0.17 PIM_5570780 
SMD, Rectangular 
@ OVS-0808 Red 130° 300mcd 20mA 21V 15R2213 0.12 
@ OVS-0608 Red 130° 300mced 20mA 21V 15R2208 0.39 
SMD, Round 
@ OVS-3008 Red 120° 420mcd 20mA 21V 15R2219 0.14 
SMD, Rectangular 
@ 703-1028 | Red, Green, Blue} 120° 1160mcd 20mA 3.2V | 9478945 - 
SMD, Round 
@ 703-1039 | Red, Green, Blue} 120° 1880mcd 40mA 3.2V | 9478956 0.87 
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LED EMITTERS & ARRAYS 


V8 SERIES LED ARRAY LIGHT ENGINES Soper 3 V8 SERIES LED ARRAY LIGHT ENGINES (CONT.) 
Available Flux Price Each 
BRI DG ELUX. Viewing @ Wavelength a 
Mfg. Part No. Angle Test If Max 1 CCT Stock No. 1-99+ 
The Magic of Light Warm White 
@ BXRE-27E0800-B-23 120° 800lm | 700mA 2700K 308188 aa 
@ BXRE-30G0800-B-23 120° 800lm | 700mA 3000K 308206 aes 
@ BXRE-30E0800-B-23 120° 800im | 700mA 3000K 308200 — 
@ BXRE-35E0800-B-23 120° 800im | 700mA 3500K 516216 = 
@ BXRE-35G0800-B-23 120° 800im | 700mA 3500K 516222 — 
PIM_212192 
ULTRA-VIOLET SMD LED ==y 
Applications: VISHAY. 


Industrial curing 
© Photocatalytic purification 
© Poster printing curing 

© Counterfeit money detector 
e 

e 


RoHS 
Compliant 
Available 


Blood detector 


© Enhanced optical control @ Uniform consistent white light Nail curing 

© Clean white light without pixilation @ Easy to use with daylight and motion detectors to ¢ Teeth curing 

@ High quality true color reproduction enable increased energy savings 2 F ‘ 

© Significantly reduced thermal resistance and @ Environmentally friendly with no disposal issue VLMU5200-385-140 is a ceramic based High Power 


UV LEDs with silicone lens for long life time. The 
package size is 5.2 mm x 5.2 mm x 3.1 mm, and the 
radiant power up to 4400 mW at 700 mA, with 4 LED 
chips connected in series. 


increased operating temperatures 
The Bridgelux V8 LED Array products delivers high quality light in a compact solid state lighting solution. These 
products can be efficiently driven at twice the normal current, enabling design flexibility not previously possible. 
This high flux density light source is designed to enable a wide range of sub 1000 lumen directional luminaires 


and replacement lamps for commercial and residential applications. Forward Tape Cut 
Viewing Voltage@ | Wave- [eta 
BARE = Bu a5 0800 ae 23 Mfg. Part No. Color | Angle | ifMax| Test | length |StockNo.| _1-24+ 
Product Family | Nominal CCT | Minimum CRI | Nominal Flux | Array Configuration Color Con rol Bin @ VLMU5200-385-140 | Ultra Violet] 140° |700mA 14.5V 385 nm| 84Y3618. us 


27 = 2,700K | C=70CRI | 0800 = 800Im PIM_5539572 


30 = 3,000K | E=80CRI 
35 = 3,500K | G=90CRI 


7 CLIPLITE® LENS MOUNTS FOR T1 AND 11-3/4 oe 
40 = 4,000K O 
50 = 5,000K LEDs 4 Ga Ga 


Flux Price Each Gee tinpiat 
Viewing @ Wavelength Available 
Mfg. Part No. Angle Test If Max 1 CCT Stock No. 1-99+ s 
Cool White 
@ BXRE-50E0800-A-04 120° 800Im 1.05A 5000K 49X8039 = 
@ BXRE-50E0800-A-24 120° 800im | 350mA 5000K 308227 = 
@ BXRE-50C0800-A-24 120° 800im | 350mA 5000K 3078221 = 
@ BXRE-50E0800-B-04 120° 800im | 700mA 5000K 49X8040 = 
@ BXRE-50E0800-B-24 120° 800lm | 700mA 5000K 3078228 eS 
@ BXRE-50C0800-B-24 120° 800lm | 700mA 5000K 308222 = 
Neutral White 
@ BXRE-40C0800-A-04 120° 800Im 1.05A 4000K 49X8034 ae 
@ BXRE-40E0800-A-23 120° 800im | 350mA 4000K 30Y8213 ae 
@ BXRE-40G800-A-23 120° 800lm | 350mA 4000K 416597 = 
@ BXRE-40C0800-B-04 120° | 800Im | 700mA 4000K 49X8035 = eon eset ie oo Oy OT oa, ont Lon vg DA on 
@ BXRE-40E0800-B-23 120° 800Im | 700mA 4000K 30¥8214 = ! 1 ro Ut iad a a) ee Jt 
@ BXRE-40G0800-B-23 120° | 800im | 700mA 4000K 41Y6594 =a se SF y 068 060 1° Spal Eps ra went 
Screw, Cool White SML190 Series SMB200 Series Sie some CLB300 Series 
@ BXRE-5S0C0500-A-04 120° 575im_| 350m 5000K 171494 sae Standard and low profile lenses, provide 180° viewing angle. Colors: red, green, blue, amber, yellow and clear. 
@ BXRE-50C0800-A-04 120° 865Im | 350mA 5000K 17X1495 = Hole size T1, 0.171", on 0.250” centers. Panel thickness T1: SML190 series, 0.031-0.062"; SMB200 series, 
@ BXRE-50C0800-B-04 420° 865Im | 700mA 5000K 17X1496 251 0.062-0.125”. Hole size T1-3/4, 0.250” on 0.375” centers. Panel thickness, CLF280 series, 0.062-0.125". 
; CLB300 series, 0.031-0.250". Mfg. part no. SPC125 spacers are used with CLB300 series, on panels less 
Screw, Neutral White than 0.188”, and are ordered separately along with lenses and mounts; go online or call. 
@ BXRE-40E0500-A-03 120° 535lm | 350mA 4000K 17X1491 ae Lens Price Each 
@ BXRE-40E0800-A-03 120° 805Im | 350mA 4000K 17X1492 = Mig. Part No. Lens Color Dia. Stock No. coca 
Screw, Warm White Clip-On, Round 
@ BXRE-27G0500-A-03 120° 380Im | 350mA 2700K 17X1482 = @ SMB_200_ATP ‘Amber 4.83mm 57P6982 0.34 
@ BXRE-30G0500-A-03 120° 415lm | 350mA 3000K 17X1488 = @ CLF_280_ATP ‘Amber 741mm 57P6498 0.89 
@ BXRE-27E0500-A-03 120° 465im_ | 350mA 2700K 17X1479 a @ CLB_300_ATP Amber 7.141mm 57P6493 0.30 
@ BXRE-30E0500-A-03 120° 490lm | 350mA 3000K 17X1485 — @ SMB_200_BTP Blue 4.83mm 57P6983 0.19 
@ BXRE-27G0800-A-03 120° 570Im | 350mA 2700K 17X1483 PAS) @SML 190 BTP Blue 4.83mm 57P6995 0.29 
@ BXRE-27G0800-B-03 120° 570Im | 700mA 2700K 17X1484 = © CLF _280_BTP Blue 711mm 65H6650 0.30 
@ BXRE-30G0800-A-03 120° 620Im | 350mA 3000K 17X1489 = @ CLB_300_BTP Blue 7.11mm 08P0923 0.32 
@ BXRE-30G0800-B-03 120° 620Im | 700mA 3000K 17X1490 = @ SML_190_GTP Green 483mm 57P6997 0.27 
@ BXRE-27E0800-A-03 120° 695Im | 350mA 2700K 17X1480 = @ SMB_200 GTP Green 4.83mm 57P6985 0.66 
@ BXRE-27E0800-B-03 120° 695Im | 700mA 2700K 17X1481 = © CLF_280_GTP Green 744mm 57P6500 0.77 
@ BXRE-30E0800-A-03 120° 730Im | 350mA 3000K 17X1486 — @ CLB_300_GTP Green 714mm 57P6495 0.65 
@ BXRE-30E0800-B-03 120° 730Im_ | 700mA 3000K 17X1487 aes @ SML_190_RTP Red 4.83mm 57P6998 0.77 
Warm White @ SMB_200_RTP Red 4.83mm 57P6986 0.62 
@ BXRE-27E0800-A-23 120° 800Im | 350mA 2700K 3078187 = © CLF_280 RTP Red 7.11mm 57P6501 0.35 
@ BXRE-27G0800-A-23 120° 800im | 350mA 2700K 30Y8193 — @ CLB_300_RTP Red 7.14mm 57P6496 0.68 
@ BXRE-30G0800-A-23 120° 800Im | 350mA 3000K 308205 = @ SML_190_CTP Transparent 4.83mm 57P6996 075 
@ BXRE-30E0800-A-23 120° 800Im | 350mA 3000K 308199 = @ SMB_200.CTP Transparent 4.83mm 57P6984 0.83 
@ BXRE-35G0800-A-23 120° 800Im | 350mA 3500K 51Y6221 a @ CLF_280_CTP Transparent 714mm 57P6499 0.63 
@ BXRE-35E0800-A-23 120° 800im | 350mA 3500K 51Y6215 = @ CLB_300_CTP Transparent 714mm 57P6494 0.61 
@ BXRE-27G0800-B-23 120° 800lm | 700mA 2700K 30Y8194 = 
> CONTINUED > > CONTINUED > 
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CLIPLITE® LENS MOUNTS FOR T1 AND 1T1-3/4 LEDs (CONT.) 


LEDS & ACCESSORIES 


LENSES 


LPC SERIES LITEPIPES FOR 3mm AND SMD MOUNTED LEDs (CONT.) 


Lens Price Each No. of Price Each 
Mfg. Part No. Lens Color Dia. Stock No. [19+ Mfg. Part No. Length Color Shape Pipes StockNo. | 1-9¢ 
Clip-On, Round Panel 
@ SML_190_YTP Yellow 483mm 57P6999 0.29 @ LPC_060_CTP 15.24 mm Tansparen Circular 1 Pipes 57P6776 4.07 
@ SMB_200_YTP Yellow 483mm 57P6987 0.74 @ LPC_062_CTP 15.75 mm ransparen' Circular 1 Pipes 57P6777 0.37 
@ CLF_280_YTP Yellow 7.11mm 57P6502 0.30 @ LPC_064_CTP 16.26 mm Transparen Circular 1 Pipes 37J0952 0.43 
@CLB_300_YTP Yellow 7.1mm 57P6497 0.80 @ LPC_066_CTP 16.76 mm Transparen Circular | 1 Pipes 57P6778 0.37 
PIM_2547 @ LPC_068_CTP 17.27 mm Tansparen Circular | 1 Pipes 83H5321 0.34 
@LPC_070_CTP 17.78 mm ransparen| Circular 1 Pipes 57P6779 0.28 
LPC SERIES LITEPIPES FOR 3mm AND SMD 4 aa Ga @LPC_072_CTP 18.29 mm ransparen Circular | 1 Pipes 57P6780 0.35 
MOUNTED LEDs @ LPC_074_CTP 18.8 mm ransparent | Circular | 1Pipes | 57P6781 0.35 
RoHS @ LPC_076_CTP 19.3 mm ransparen' Circular 1 Pipes 97H8559 0.35 
Ose @ LPC_078_CTP 19.81 mm ransparen Circular 1 Pipes 57P6782 0.35 
@ LPC_080_CTP 20.32 mm ransparen' Circular 1 Pipes 57P6783 1.03 
@LPC_082_CTP 20.83 mm ransparen Circular 1 Pipes 57P6784 0.43 
@LPC_084_CTP 21.34 mm ransparen| Circular 1 Pipes 57P6785 0.39 
@ LPC_086_CTP 21.84 mm ransparen' Circular 1 Pipes 07H7502 0.33 
@ LPC_088_CTP 22.35 mm ransparen| Circular 1 Pipes 57P6786 0.35 
@ LPC_090_CTP 22.86 mm ranspareni Circular 1 Pipes 57P6787 0.35 
@LPC_092_CTP 23.37 mm ransparen Circular 1 Pipes 57P6788 0.34 
@LPC_094_CTP 23.88 mm ransparen' Circular 1 Pipes 57P6789 0.37 
@ LPC_096_CTP 24.38 mm ranspareni Circular 1 Pipes 57P6790 0.43 
@ LPC_098_CTP 24.89 mm ransparen' Circular 1 Pipes 57P6791 0.43 
@LPC_100_CTP 25.4mm ransparen' Circular 1 Pipes 57P6792 0.39 
@LPC_102_CTP 25.91 mm ranspareni Circular 1 Pipes 57P6793 0.15 
@LPC_105 CTP 26.67 mm ransparen' Circular 1 Pipes 57P6794 0.39 
@LPC_107_CTP 27.18 mm ransparen' Circular 1 Pipes 57P6795 0.39 
@LPC_110_CTP 27.94 mm ransparen' Circular 1 Pipes 57P6796 0.36 
@LPC_112_CTP 28.45 mm ransparen| Circular 1 Pipes 1134006 0.38 
—f_ ne - @LPC_115_ CTP 29.21 mm ransparen' Circular 1 Pipes 57P6761 0.40 
4 i fo : @LPC_117_CTP 29.72 mm ransparen Circular 1 Pipes 96H9957 0.39 
a ; 170 DIA. ANGLE : SMM GR SMM TED @LPC_120_CTP 30.48 mm ransparen Gireu jar | 1 Pi pes 57P6797 0.46 
‘ 4 Xe @LPC_122_CTP 30.99 mm ransparen! Circular 1 Pipes 57P6798 0.46 
{ @LPC_125 CTP 31.75 mm ransparen Circular 1 Pipes 81H4807 0.46 
» @LPC_127_CTP 32.26 mm ranspareni Circular 1 Pipes 10J8931 0.36 
4 +— .030 Pas g @LPC_130_CTP | 33.02mm | Transparent | Circular | 1Pipes | 96B7369 0.46 
LITEPIPE ~~.) g @LPC_135_CTP 34.29 mm ransparen Circular 1 Pipes 57P6800 0.39 
L$ XXX ——+| LENGTH ANE : g SURFACE = : : = 
s Ya MOUNT LED @ LPC_137_C 34.8 mm ransparen' Circular 1 Pipes 57P6801 = 
oe g @LPC_140_CTP 35.56 mm ransparen' Circular 1 Pipes 94B1459 0.23 
DISPLAY 2B @LPC_145_CTP 36.83 mm ransparen' Circular 1 Pipes 57P6803 0.35 
PANEL RETAINING CLIP @LPC_147CTP | 37.34mm | Transparent | Circular | 1Pipes | 57P6804 0.39 
—>»] 25 0 @ LPC_150_CTP 38.1 mm Transparen Circular 1 Pipes 57P6805 0.37 
. - 20 @ LPC_152_CTP 38.61 mm ransparent | Circular | 1Pipes | 57P6806 Zs 
WZ) lil @LPC_160_CTP | 40.64mm | Transparent | Circular | 1Pipes | 57P6809 0.39 
Mfg. Part No. RTN150 (Grommet) @LPC_162_CTP 41.15 mm ransparen| Circular 1 Pipes 57P6810 0.37 
@ LPC_165_CTP 41.91 mm ransparen' Circular 1 Pipes 02E2325 0.35 
@LPC_170_CTP 43.18 mm ransparen' Circular 1 Pipes 90H0144 0.38 
Designed t . 460° viewi le of light ft PCB He vila ate sa ou 7 ri @LPC_172_CTP 43.69 mm ransparen! Circular 1 Pipes 57P6812 0.35 
safes moult LEDS. Llepiies ateatie display sil color devices or find f-cobred LEDs infos sale @ LPC_175_CTP 44.45.mm ransparent_| Circular_| 1Pipes | 57P6813 0.37 
color. Sizes from 0.200” (5.08) to 2.00” (50.80). Use mfg. part no. RTN150 grommet with sizes 0.200”, (020) @LPC_177_CTP 44.96 mm ransparen| Circular 1 Pipes 57P6814 0.46 
through 0.500” (050) and mfg. part no. RTN250 spring clip for sizes 0.500” (050) to 2.00” (50.80); both ordered @ LPC_180_CTP 45.72 mm ransparen Circular 1 Pipes 57P6815 0.34 
oa - @LPC_182_CTP 46.23 mm ransparen| Circular 1 Pipes 57P6816 0.37 
No. of |Price Each = SLpc_185.CIP | 4699mm | Transparent | Circular | ‘Pipes | 57P6817 = 
saat pan Re. Length Color Shape Pipes SlsckiNo: tea @LPC_187_CTP 47.5mm ranspareni Circular 1 Pipes 73H2764 0.39 
@LPC_020.CTP | 508mm | Transparent | Circular | 1Pipes | 57P6762 0.62 eure ta_crP | 826mm | Tenant | Cra |e O36 
@ LPC _022 CIP 559 mm ransparen Circular 1 Pipes 57P6763 0.15 @LPC_195 CTP 49.53 mm ransparen| ces ar 1 Pipes 57P6819 ees, 
: = @LPC_197_CTP 50.04 mm ransparen Circular 1 Pipes 57P6820 0.39 
@LPC_024_CTP 6.1mm ransparen' Circular 1 Pipes 57P6764 1.02 Sire CP 50.8 mm ransparen Chale 1 Pines TET AIG 
@LPC_026_CTP 6.6 mm ranspareni Circular 1 Pipes 57P6765 0.37 ae = 
@LPC_028 CTP 7.11 mm ransparen Circular 1 Pipes 05C4194 0.30 Accessories 
@LPC_030_CTP 7.62 mm ransparent | Circular | 1Pipes | 57P6766 0.14 Price Each 
@ LPC_032._CTP 8.13 mm ransparen Circular 1 Pipes 57P6767 1.07 Mfg. Part No. Accessory Type For Use With Stock No. 1-1-9+ 
@LPC_034_CTP 8.64 mm ransparen Circular 1 Pipes 57P6768. 1.02 YesRTN_250 Retaining Spring Clip 4.32mm Light Pipes 96B7371 0.44 
@ LPC _036_CTP 914mm ransparen Circular 1 Pipes 57P6769 1.07 YesRTN_150 Grommet Retainer 4.32mm Light Pipes 98B5279 0.45 
@ LPC_038_CTP 9.65 mm ransparen' Circular 1 Pipes 57P6770 0.81 uaa’ 
@LPC_040_CTP 10.16 mm ransparen Circular 1 Pipes 57P6771 0.35 
@ LPC_042_CTP 10.67 mm ransparen' Circular 1 Pipes 57P6772 0.42 
@LPC_044_ CTP 11.18 mm ranspareni Circular 1 Pipes 70K9551 0.37 
@LPC_046_CTP 11.68 mm ransparen| Circular 1 Pipes 57P6773 0.39 
@ LPC_048_CTP 12.19 mm ransparen Circular 1 Pipes 57P6774 0.33 
@ LPC_050_CTP 12.7 mm ransparen Circular 1 Pipes 98B2730 0.67 
@LPC_052_CTP 13.21 mm ransparen! Circular 1 Pipes 2138466 0.36 
@LPC_054_CTP 13.72 mm ransparen Circular 1 Pipes 83H9033 0.14 
@ LPC_056_CTP 14.22 mm ranspareni Circular 1 Pipes 57P6775 0.21 
@LPC_058 CTP 14.73 mm ransparen' Circular 1 Pipes 26H2654 0.14 
> CONTINUED > 
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LIGHT PIPES 
PANEL MOUNT RIGID LIGHT PIPES Sibi BIVAR. 
" Finding Every Part You Need is 


¢ | Easier than Ever! 


Features: © For PLP1 Series added retention and contrast, use 
@ Protect circuits from ESD C-103-SR Self-Retaining Clip 

@ Use with SMD or Thru-Hole Series LEDs © For PLP5 Series added retention and contrast, 

@ PLP Series Panel Light Pipes press fit into panel use C-105-SR 


Light Pipes are ideal for applications where an automatically placed LED requires its output redirected to a front 
panel. Light pipes are engineered of 94V-0 compliant clear polycarbonate for maximum light transmission and 
viewing angle to 120°. Light pipes will also protect circuits from accidental damage from ESD by isolating the 
PCB from potential contact. 


No. of Price Each 
Mfg. Part No. Length Color Shape Pipes | Stock No. 1-9+ 


Panel a 
@ PLP1-125 3.2mm ransparen Circular 1 Pipes | 3409646 0.47 eS 


@ PLP1-125-F 3.2mm ransparent | Circular with Flat Top | 1 Pipes | 81H0236 0.36 

@ PLP2-125 3.2mm ransparen Circular 1 Pipes | 08H1192 0.78 

@ PLP5-125 3.2mm ransparen Circular 1 Pipes | 09J9721 0.72 

@ PLP1-250 6.4mm ransparen Circular 1 Pipes | 92B0163 0.45 

@ PLP1-250-F 6.4mm ransparent | Circular with Flat Top | 1 Pipes | 20K2181 0.65 

@ PLP2-250 6.4mm ransparen Circular 1 Pipes | 73H0910 0.73 

@ PLP5-2-250 6.4mm ransparen Circular 1 Pipes | 40K2133 0.73 

@ PLP5-250 6.4mm ransparent Circular 1 Pipes | 20K2188 0.45 

@ PLP1-350-F 8.9mm ransparent | Circular with Flat Top | 1 Pipes | 20K2182 0.45 

@ PLP2-350 8.9mm ransparen\ Circular 1 Pipes | 1133982 0.77 

@ PLP1-375 9.5mm ransparent Circular 1 Pipes | 91B5455 0.51 

@ PLP2-375 9.5 mm ransparent Circular 1 Pipes | 73H0907 0.85 

@ PLP1-500-F 12.7 mm | Transparent | Circular with Flat Top | 1 Pipes | 42J5380 0.70 

@ PLP2-500 12.7 mm | Transparen\ Circular 1 Pipes | 29H3385 0.28 

@ PLP5-2-500 12.7mm | Transparent Circular 1 Pipes | 33R6429 0.82 

@ PLP5-500 12.7 mm | Transparent Circular 1 Pipes | 20K2191 0.45 

@ PLP1-625 15.9 mm | Transparen Circular 1 Pipes | 34R4530 0.45 See 0 u r E n h an ce d Fe atu res at 
@ PLP2-625 15.9 mm ranspareni Circular 1 Pipes | 26H8043 0.45 

@ PLP5-2-625 15.9 mm ransparent Circular 1 Pipes | 42J5719 0.70 

@ PLP1-750 19mm ransparen\ Circular 1 Pipes | 91B6940 0.44 

@ PLP1-750-F 19 mm ransparent | Circular with Flat Top | 1 Pipes | 20K2184 0.45 a 

@ PLP2-750 19mm ransparent Circular 1 Pipes | 84H9876 0.72 

@ PLP5-2-750 19mm ransparen Circular 1 Pipes | 42J5764 0.72 

@ PLP5-750 19mm ransparent Circular 1 Pipes | 20K2193 0.45 . . 

@ PLP5-1000 25.4 mm or Circular 1 oe 20K2185 0.45 NEW! Header & Navigation 

@ PLP5-1500 38.1. mm | Transparen\ Circular 1 Pipes | 20K2187 0.45 ' 

Press Fit, Panel Improved header provides easy access to 
@ PLP1-100-F 0.1“ ransparent | Circular with Flat To) 1 Pipes | 25R4076 0.84 : . 

@ PLP5-2-125 0.125 “ ae Circular ° 4 Phe 33R6406 0.72 search J shopping cart and accou nt info . 
@ PLP2-215 0.215“ | Transparen' Circular 1 Pipes | 48P5256 07 i j i 

@ PLP1-350 0.35 “ ae Circular with Flat Top | 1 — 34R4529 _ Redesigned navigation groups products 
@ PLP5-2-350 0.35 * ransparen Circular 1 Pipes | 58P0429 0.67 | nto convenie nt catego ries. 

@ PLP1-375-F 0.375 “ transparent | Circular with Flat Top | 1 Pipes | 20K2183 0.45 

@ PLP5-375 0.375“ | Transparen Circular 1 Pipes | 20K2190 0.45 


@ PLP1-625-F 0.625“ | Transparent | Circular with Flat Top | 1 Pipes | 87H7179 0.45 UPDATED 1 Search 


@ PLP1-830-F 0.83 “ Transparent | Circular with Flat Top | 1Pipes | 33R6364 0.30 


@ PLP2-1000 1 ; ransparen Cire lar 1 Pipes 33R6365 0.68 New algorith ms and search results design 
@ PLP5-2-1000 1 Transparen Circular 1 Pipes | 18P9431 0.72 z 

@PLP2-1200 | 12° | Tansparen Circular ‘Pipes | 33R6366 | 0.45 get you to the right products faster. 

@ PLP5-1250 1.25“ ransparen| Circular 1 Pipes | 20K2186 0.45 

@ PLP5-2-1250 1325: Transparen Circular 1 Pipes | 33R6411 0.68 


@PLP5-2-1500 | 15° | Transparen Circular TPipes | 33R6413 | 0.45 Improved Product Pages 


Redesigned product pages feature key 
information like availability and price. 
New "find similar products" helps you 
find the products you need. 
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LED DISPLAYS 


GRAPHIC OLED MODULES M | i) S PC MOUNT LED ARRAYS/LIGHT BARS (CONT.) 
_ > No. of | Luminous | Forward | Forward Price Each 
aeslan » manuiocture:*:suppy Mfg. Part No. Color | LEDs | Intensity | Current | Voltage | StockNo.| — 1-9+ 
gimp fh 54.6mm x 28.96mm 
Available @ SSB-DL6028AC Amber | 5LEDs | 16 mcd 20 mA 42V 19J9278 os 
@ SSB-DL6028GC Green | 5LEDs | 45 mcd 960mA | 4.2V 19J9279 —_ 
85.7mm x 33.4mm 
@ SSB-DL8634GW Green | 8LEDs | 25 mcd 80 mA 44V 1949292 = 
@ SSB-LXB100SRW Red | 4LEDs | 80mcd 20 mA 1.7V 09/9763 — 
@ SSA-LXB10GW-10652 | Green | 10LEDs} 8 mcd 20 mA 2.2V | 60K6943 = 
@ SSB-LXA100SRW Red | 2LEDs | 40mcd 20 mA 1.7V | 67K1149 = 
@ SSB-LXH100SRW Red | 8LEDs | 150mcd | 20mA 1.7V | 67K1152 2.86 
@ SSB-LX2300IW Red | 2LEDs | 25mcd 20 mA 2V 67K1153 os 
With a range of over 50 variations, modules are available with resolutions from 100x8 to 256x64 and include @ SSB-LX2400YW Yellow | 2LEDs | 18 med 20. mA 2.1V_| 67K1155 = 
the following popular devices @ SSB-LX2500SGW Green | 2LEDs | 25 mcd 20 mA 2.2V | 67K1157 0.83 
Interface Display Price Each @ SSB-LX2600IW Red | 4LEDs | 25mcd 20 mA 2.1V | 67K1158 = 
Mfg. Part No. Resolution Type Type Stock No. 1-4+ @ SSB-LX2685IW Red | 8LEDs | 80mcd 20mA | 2.1V | 67K1160 = 
Blue on Black @ SSB-LX2720YW Yellow | 8LEDs | 18mcd 20mA | 2.1V | 67K1162 2.51 
@ MCOT128064HV-BM | 128x64 [2C, Parallel, SPI TAB TTY7656 34.32 @ SSB-LX2755YW Yellow | 4LEDs | 35 med 20 mA 2.1V | 67K1163 = 
RGB @ SSB-LX2785YW Yellow | 8LEDs | 70 mcd 20 mA 2.1V_ | 67K1164 = 
@ MCOT096064AZ-RGBM 96x64 Parallel, SPI TAB 99W1284 20.15 @ SSB-LX02SYC Yellow | 2LEDs | 170mcd | 20mA 4.2V 19J9315 = 
White on Black @ SSB-LX02YC Yellow | 2LEDs | 10 mcd 10mA | 4.5V | 1939316 = 
@ MCOTO96016AV- WI 96x16 l2¢ TAB 99W1283 Ak25} @ SSB-LX2755SBD/A Blue | 4LEDs | 38 mcd 20 mA 3.8V | 77M1015 — 
Yellow on Black @ SSA-LXB525SRD Red | 5LEDs | 40 mcd 20 mA 1.7V | 1949115 2.63 
@ MCOT128064BY-YM 128x64 12C, Parallel, SPI TAB 99W1290 — @ SSA-LXH1025GD Green | 10LEDs | 10 mcd 20 mA 2.2V 19J9121 2.01 
PIM_5573178 9mm x 2mm 
@ SSB-LX02GC Green | 2LEDs | 10mcd 20 mA 44V 19J9310 ss 
10-ELEMENT BAR GRAPH ARRAY Q BROADCOM © 7806 


connecting everything « 


RoHS _ 
Compliant 
Available 


as — 000 (25.40) MAX. 
0.015 
038] 


LED array packages. Pins: 20. Dimensions: 0.2"H x 0.4’W x 1”L. 


No. of | Luminous | Forward | Forward Price Each 
Mfg. PartNo. | Color LEDs Intensity Current | Voltage | Stock No. 1-9+ 
25.4mm x 10.146mm 
@ HDSP-4850 | Green | 10LEDs 1.9 med 20mA 21V 43K6989 7.02 
@ HDSP-4830 Red | 10LEDs 3.5 med 20mA 21V 43K8801 7.29 
@ HLCP-J100 Red | 10LEDs §.2 med 20mA 1.8V 43K7017 7.66 
PIM_32797 
PC MOUNT LED ARRAYS/LIGHT BARS LUV 
Creating LED and LCD Solutions Together™ 
Gee tinpiat 
Available 
Rectangular 
No. of | Luminous | Forward | Forward Price Each 
Mfg. Part No. Color | LEDs | Intensity | Current | Voltage | Stock No. 1-9+ 
19.05mm x 3.84mm 
@ SSB-LX2350IW Red | 4LEDs | 50 mcd 20mA | 2.1V_ | 67K1154 a 
@ SSB-LX2450YW Yellow | 4LEDs | 40 mcd 20mA | 2.1V_ | 67K1156 = 
20.32mm x 9.4mm 
@ SSB-DL2010GC Green| 1LEDs | 24 mcd 20mA | 44V_ | 19J9263 ane 
25.1mm x 10.1mm 
@ SSA-LXB10GW-RA Green | 10LEDs | 8mcd 20mA | 2.2V | 1938971 ane 
25.4mm x 10.146mm 
@ SSA-LXB10GW-GF/LP | Green| 10LEDs | 8 mcd 20mA | 22V | 09/9182 0.93 
@ SSA-LXB10IW-GF/LP_ | Red | 10LEDs}| 8mcd 20 mA 2V 0949184 1.89 
@ SSA-LXB10HW-GF/LP | Red | 10LEDs} 4mcd 20 mA 2V 58K2341 2.48 
@ SSA-LXB10GW Green | 10LEDs | 8 mcd 20mA | 22V | 19J8970 ae 
> CONTINUED > 
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ALPHANUMERIC LCD MODULES 


MIDAS 


design + manufacture + supply 


RoHS _ 
Compliant 
Available 


With a range of over 240 variations, modules are available with character/line formats of 8x2 to 40x4 and include 
the following popular devices. 


Character | Display | Interface | Display Price Each 
Mfg. Part No. Count x Line Mode Type Type | Stock No. 1-9+ 

Black on Grey 

@ MC20803A6W-GPR 8x2 Reflective | Parallel | COB | 61X9724 2.61 
Black on White 

@ MCCOG21605B6W-FPTLWI 16x2 Transflective | _ 12C COG | 47W0535} 13.30 
@ MCCOG22005A6W-FPTLWI 20x2 Transflective | _ 12C COG | 61X9586 | 11.13 
PIM_5573166 

GRAPHIC LCD MODULES 


design « manufacture * supply 


RoHS — 
Compliant 
Available 


With a range of over 50 variations, modules are available with resolutions from 122x32 to 240x160 and include 
the following popular devices 


Price Each 
Stock No. 1-9+ 


Display 
Mode 


Interface | Display 
Type Type 


Mfg. Part No. 
Black on White 


Resolution 


@ MCCOG128064A6W- 128x64 | Transflective | Parallel, SP!| COG | 99W1282 a 
FPTLW 
@ MCCOG240160C6W- 240x160 | Transflective Parallel COB | 55W4185 43.55 
FPTLW 
PIM_5573168 

MAbcics elementiu 677 


DISPLAYS @ Indicates RoHS Compliant 4] Find Datasheets Online 


LCD DISPLAYS 


LCD PANEL/SEGMENT DISPLAYS Displays LCD DISPLAY MODULES a Mx< 


‘IB88 7.888” = 


Creating LED and LCD Solutions Together™ ~ 
FE0201 FE0203 


RoHS _ 
Compliant 
Available 
ue ul — = - = 
[| oe 
LCM-S01602 = : 
& e J 
a a os FE0206 LCM-S04002 


FE0202 Features: ; ; ° Industrial controls 
© Reliable user-interface display © Life safety equipment 
Operating temperature range: -30°C to +85°C. Backlight viewing mode designation: DU suffix for reflective, © Low power consumption ® Medical equipment 
EU suffix for transflective. e bl ieee e Headgears ; 
z i e e 
nip ano, | "wase’ | Ste | "Ste" | counting | stoskno, [tse Appestons: + Tes and meson 
@ Communications equipment 
@ FE0201W-DU Reflective 3-1/2 12.7mm 3-1/2x1 44F4116 = 
@ FE0203W-DU Reflective - g 3-4/2x1 93K7551 4.70 P/N Prefix/Surface Table 
- LCM-X DXX Description 
@ FE0202W-DU Bence : 4x1 88K1087 4.70 Standard oR SIN, Reflective 
@ FE0601W-DU Reflective 6 17.8mm 6x1 44F4123 — oF SIN, Transflective (WW/ Backlight) 
@ FE0203W-EU Transflective | 3-1/2 12.7mm 3-1/2x1 88K1930 Bile) High Temp. TR TN, Reflective 
@ FEO206W-EU Transflective 4 10.2mm 4x1 15B5656 = TF TN, Transflective (W/ Backlight) 
@ FE0201W-EU Transflective 4 12.7mm 4x1 90B3596 = = 
@FEO401WEU | Transflective 6 12.7mm 6x1 83H6250 = Character Display | Interface | Display | Price Each 
Mfg. Part No. Count x Line Mode Type Type | Stock No. 1-9+ 
PIM See Black on Grey 
@ LCM-S01602DTR/A 16x2 Reflective Parallel COB 19J7660 7.67 
INTELLIGENT ALPHANUMERIC STN Septoria @® . @ LCM-S01602DTRIC 16x2 Reflective | Parallel | COB | 19U7663 | 8.75 
DISPLAYS Available Displays Black on Yellow / Green 
@ LCM-S01601DSR 16x1 Reflective Parallel COB 1957616 7.83 
@ LCM-S01601DTR 16x1 Reflective Parallel COB 19J7625 41.27 
@ LCM-S01601DSF 16x1 Transflective | Parallel COB 19J7609 10.55 
@ LCM-S01602DSR/C 16x2 Reflective Paralle COB 181317 8.23 
@ LCM-S01602DSR/A 16x2 Reflective Paralle COB 19J7646 8.51 
@ LCM-S01602DSR/B 16x2 Reflective Parallel COB 1957648 10.14 
All mfg. part nos. with a “-GST” suffix are gray STN reflective. All mfg. part nos. with a “-LED” suffix are @ LCM-S01602DSF/A 1OR2 Transflective | Parallel COB 14M5872 16.59 
transmissive with a yellow/green LED backlight. All mfg. part nos. use the HD44780 microcontroller. @ LCM-S01602DSF/B 16x2 ransflective | Paralle COB 1937630 11.91 
Character Display Interface | Display Price Each @ LCM-S01602DSF/C 16x2 Transflective | Parallel COB 1937632 11.24 
Mfg. Part No. Count x Line Mode Type Type | Stock No. 41-9+ @ LCM-S01604DSR 16x4 Reflective Parallel COB 19J7671 18.22 
Black on Grey @ LCM-S02002DSR 20x2 Reflective Parallel COB 1957676 15.13 
@ ANDO82GST 8x2 Reflective Parallel! COB 38M8766 ee @ LCM-S02002DSF 20x2 ransflective | Parallel COB 1957674 24.28 
@ AND671GS 16x1 Reflective Paralle! COB 88K1874 eee @ LCM-S02004DSR 20x4 Reflective Parallel COB 19J7686 17.91 
@ AND491GS 16x2 Reflective Parallel COB 88K1872 7.50 @ LCM-S02004DSF 20x4 Transflective | Parallel COB 19J7680 28.69 
@ AND501GS 20x2 Reflective Parallel! COB 88K1873 ae @ LCM-S02402DSF 24x2 ransflective | Parallel COB 1937691 19.69 
@ AND721GST 20x4 Reflective Parallel COB 88K1875 ae @ LCM-S04002DSF 40x2 ransflective | Paralle COB 19J7703 30.69 
@ AND591GS 40x2 Reflective Parallel COB 91F4663 = @ LCM-S04004DSF 40x4 Transflective | Parallel COB 19J7709 56.21 
Black on Yellow / Green PIM_94570 
@ AND081GST 8x1 Reflective Parallel COB 38M8765 — 
@ AND481GST 16x2 Reflective Parallel COB 91F4658 = 
@ AND471GS 16x2 Reflective Parallel COB 15B5641 ze 
@ AND491GST-LED 16x2 Transflective | Paralle COB 15B5644 ae = . 
@ AND471GST-LED Téx2___| Transfiective | Parallel | COB | 15B5642 | 14.56 PCB Fabrication Quality U.S.-based manufacturers— 
@ AND731GS 16x4 Reflective | Paralle COB | 91F4659 ae & Assembly as fast as 48-hour turnaround! 
@ AND721GST-LED 20x4 Transflective | Parallel COB 15B5652 18.34 ; 
@ AND771GST-LED 24x2 Transflective | Parallel | COB | 15B5654 = elementt 4.com/designcenter 
@ AND591GST-LED 40x2 Transflective | Parallel COB 15B5647 = 
@ AND791GS 40x4 Reflective Parallel COB 04M5441 = 
@ AND791GST-LED 40x4 Transflective | Parallel | COB | 15B5655 = PiMaseat8ee 
PIM_3877 


Custom Panel Meters Call 800 859 1257 


Choose your own colors, text, and company logo 
Custom scale, range and pointer types 
Analog/Digital Meters, Sensors, Controllers and more 
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SILICON PHOTODIODES 
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TECHNOLOGIES 
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NON-VISIBLE OPTOELECTRONICS 
PHOTODIODES 


TRANSMISIVE SENSORS 


Honeywell 


Tle 


HOA1870-031 


VTB1113 
VTP1188S Gein ‘ 
Compliant 
(O} ) HOA1879-015 HOA1875-003 HOA1877-002 Available 
e > 
VTB8441B VTB6061 | 
Optical detectors for sensing in such applications as bar code scanners, brightness controls, encoders, copier HOAT720/30 HOBBY Ole 
toner density, optical communications, headlight dimmers, etc. Suffix B in mfg. part no. denotes device Hugo 
Incorporates glintrared rejechon titer: - The HOA096X/097X series consists of an infrared emitting diode facing an Optoschmitt detector encased in a 
Case Dark Half Peak Price Each black thermoplastic housing. Detector switching takes place whenever an opaque object passes through the 
Mfg. Part No. Style Current | Angle | Wavelength | Stock No. 1-49+ slot between emitter and detector. 
@ VIP100CH 7 30nA 70° 925nm 79K2519 = The HOAG98X/699X series consists of an infrared emitting diode facing an Optoschmit detector encased in a 
enue MiniDIP OnA 50 o00nm 79K2486 ane liegt ic behea Pe lector switching takes place whenever an opaque object passes through the 
= slot between emitter and detector. 
@ VTP1188SH Radial Leaded 3nA 70° 925nm 79K2522 Es The HOA1870 series consists of an infrared emitting diode facing an NPN silicon phototransistor (HOA1870- 
@ VTP413H Side Looking 30nA 55° 925nm 79K2531 = 031) or photodarlington (HOA1 870-033)encased in a black thermoplas ic housing. Detector switching takes 
a place whenever an opaque object passes through the slot between emitter and detector. 
@ VTP3310LAH T-1 (3mm) 35nA 20 925nm 74K2313 = The HOA1873 series consists of an infrared emitting diode facing an NPN silicon phototransistor (HOA1873-001, 
@ VTB8441BH Through Hole 100pA 50° 580nm 79K2473 4.02 -002, -011, -012) or photodarlington (HOA1873-003, -013) encased in a black thermoplastic housing.Detector 
a switching takes place whenever an opaque object passes through the slot between emitter and detector. 
@VTPIOOH Through Hole eink a res eGkomds dS) The HOA1886 series consists of an infrared emitting diode facing an NPN silicon phototransistor (HOA1886-011, 
@VTB1113H TO-46 20pA 15 920nm 79K2457 4.76 -012)or photodarlington (HOA1886-013)encased in a black thermoplastic housing with IR transmissive inserts 
@ VTB-1013BH TO-46 20pA 35° 580nm 79K2449 17.91 vee ad ia optical Wesabe his sale shat hearer prot ae against eae light. Detector 
" o switching takes place whenever an opaque object passes through the slot between emitter and detector. 
@ VTB50518H TO-5 250pA 50 580nm pok2a5e 32.97 The HOA1887 series consists of an infrared emitting diode facing an NPN silicon phototransistor (HOA1887- 
@ VTBG6061H TO-8 2pA 55° 920nm 79K2466 46.33 011, -012)or photodarlington (HOA1887-013)encased in a black thermoplastic housing. Detector switching takes 
PIM 376 place whenever an opaque object passes through the slot between emitter and detector. 
> The HOA2001 consists of an infrared emitting diode facing an Optoschmitt detector encased in a black 
thermoplastic housing. The photodetector consists of a photodiode, amplifier, voltage regulator, Schmitt trigger 
and an NPN output transistor with 10 kKOhm (nominal) pull-up resistor. 
AMPLIFIED PHOTOMICROSENSORS om RON The HOA2004 consists of an infrared emitting diode facing an Optoschmitt detector encased in a black 
thermoplastic housing. The photodetector consists of a photodiode, amplifier, voltage regulator, Schmitt trigger 
AUTOMATION & SAFELY and an NPN output transistor with 10 kKOhm (nominal) pull-up resistor. 
Gepeinpian The HOA7720/7730 Series consists of an infrared emitting diode facing an Optoschmitt detector encased in 
Available a black thermoplastic housing. The photodetector consists of a photodiode, amplifier, voltage regulator and 
Schmitt trigger. 
C €E Forward | Forward Aperture Gap Price Each 
A Mfg. Part No. Current | Voltage Vr Width Width Stock No. 1-4+ 
c be Panel / Chassis, Darlington Phototransistor 
paca @HOA1870-033 | 50mA | 16V | 3V | 0.15mm | 1.78mm | 90F8557 = 
u @ HOA1887-013 50mA 1.6V 3V 0.25mm | 3.18mm | 10M5206 = 
EE-SX670 EE-SX672 @ HOA1873-013 50mA 1.6V 3V 1.52mm | 2.54mm 98F027 = 
Panel / Chassis, Phototransistor 
@ HOA2005-001 50mA 1.6V 3V 0.25mm | 3.18mm 01F760 = 
@ HOA1887-012 50mA 1.6V 3V 0.25mm | 3.18mm 01F758 = 
@ HOA6990-T51 50mA 1.6V 3V 0.25mm | 3.18mm | 10M5208 = 
@ HOA1870-031 50mA 1.6V 3V 0.52mm | 1.78mm | 10M5203 == 
@ HOA1879-015 50mA 1.6V 3V 1mm 3.18mm | 96F6342 = 
: EE-SX674 @ HOAG991-T51 50mA 1.6V 3V 1.27mm | 3.18mm | 10M8424 = 
en @ HOA1886-012 50mA 1.6V 3V 1.27mm | 3.18mm | 50F5067 = 
EE-SX673 @ HOA0890-L51 50mA 1.6V 3V 1.27mm | 3.18mm | 04M7520 = 
: : @ HOA0881-T55 50mA 1.6V 3V 1.27mm | 3.18mm | 92F7046 = 
Features: @ Response Frequency: 1 kHz Max. 
© Operating Voltage: 5 - 24VDC © LED Status Indicator, Off When Object Detected @ HOA1877-002 50mA 1.6V 3V_ | 1.27mm_ | 9.52mm | 87F6448 = 
“A” suffix denotes LED status indicator on when object detected. UL recognized, CE compliant. Use connector @ HOA1881-012 50mA 1.6V 3V_ | 152mm | 3.18mm | 87F6450 = 
and converter options EE-1001, EE-1006, EE-1006A and EE-2002; go online or call. Panel Mount, Totem Pole 
Price Each HOA7730-M11 40mA 5V 0.514mm 3mm 7970500 pa 
Mfg. Part No. Stock No. 1-4+ HOA7720-M11 40mA 5V 0.51mm | 3mm | 7970499 = 
NPN, Omm to 5mm (Close-mounting) Through Hole, Darlington Phototransistor 
@ EE-SX673A 18M7277 32.96 @ HOA1872-013 50mA 1.6V 3Vv_ | 152mm | 254mm | 90F8558 = 
@ EE-SX674A 18M7278 51.92 @ HOA1875-003 50mA 1.6V 3V_ | 12.7mm | 5.08mm | 90F8598 = 
@ EE-SX673 52F3830 35.70 Through Hole, Photodiode 
@ EE-Sx674 90B3079 45.70 @ HOA0902-011 50mA 1.6V 3V 0.5mm 3.2mm 93F4638 _ 
NPN, Omm to 5mm (L-shaped) Through Hole, Phototransistor 
@ EE-SX671A 18M7275 43.27 @ HOAQ971-N51 50mA tev | 3V | 0.25mm | 318mm | 92F7401 = 
@ EE-SX671 52F3828 42.84 @ HOA0875-N51 50mA 1.6V 3v_ | 0.25mm | 318mm | 90F8604 = 
@ EE-SX471 90B4371 43.80 @ HOA1889-014 50mA 1.6V 3V 0.5mm 1.78mm | 95B2606 = 
NPN, 0mm to 5mm (Standard) @ HOA2004-001 50mA 1.6V 3V | 0.5imm | 3.18mm | 90F8560 = 
@ EE-SX670A 18M7274 41.88 @ HOA1884-012 50mA 1.6V 3v_ | 051mm | 3.18mm | 10M5205 = 
@ EE-SX670 52F3827 35.70 @ HOA6961-T51 50mA 1.6v [| 3v | 1.27mm | 3.18mm | 96F6351 = 
NPN, 0mm to 5mm (T-shaped, slot center 7mm) @ HOA1873-012 50mA 1.6V 3V 1.52mm | 2.54mm | 87F6514 = 
@ EE-SX672 52F3829 42.84 @ HOA2001-001 50mA 1.6V 3v_ | 152mm | 3.05mm | 10M5207 = 
@ EE-SX672A 52F3833 43.27 @ HOA1874-012 50mA tev | 3v | 152mm | 3.05mm | 05M0338 = 
PNP, 0mm to 5mm (L-shaped) @ HOA1882-012 50mA 1.6V 3V | 1.52mm | 5.08mm | 10M5204 aa 
@ EE-SX671P 18M7276 44.81 @ HOA1877-001 50mA 1.6V 3v_ | 127mm | 9.53mm | 90B7026 = 
PIM_68281 
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PHOTOTRANSISTOR SLOTTED OPTICAL SWITCHES 


oo yw 


OPB620 


OPB829CZ 


0 


OPB818 


OPB821Z 


OPB806 


electronics 
OPTEK Technology 


OPB840L51 


RoHS _ 
Compliant 
Available 


OPB804 is a non-contact optical switch with a NPN silicon phototransistor and infrared Light Emitting Diode 
(LED) which are mounted on opposite sides of a 0.155” ( 3.94 mm) wide slot. 
OPB818 slotted switch consists of an infrared emitting diode and an NPN silicon phototransistor mounted in a 


low-cost black plastic housing on opposite sides of a 0.200” (5.080 mm) wide slot. 


OPB827, OPB828 and OPB829 device consists of an infrared emitting diode (LED, 890 nm center wavelength) 


and a NPN silicon phototransistor, mounted on opposite sides of a 0.125” (3.18 mm) wide slo' 
black plastic housing. 
Phototransistor sensor devices include the OPB859, OPB360, OPB370, OPB380, OPB390, 


in a low-cost 


OPB860 and 


OPB870, while the OPB355 provides a photodiode sensor. The photodiode sensor has a lower and more linear 


output-versus-light input than the phototransistor models. 
The OPB355, OPB360, OPB370, OPB859, OPB860 and 


directly to the device 


OPB870 are designed for direct connection to through 
hole PCBoards. The OPB380, OPB390, OPB880 and OPB890 have 26 AWG, UL approved wires connected 
for remote sensing applications. 


Forward | Forward Aperture Gap Price Each 
Mfg. Part No. Current | Voltage Vr Width Width Stock No. 1-9+ 
Panel / Chassis, Phototransistor 
@ OPB850A 50mA 1.2V 5V 0.4mm 1.5mm 07H9525 ae 
@ OPB871N55 50mA 1.3V 2Vv 1.27mm 3.18mm 08F2712 2.33 
@ OPB880P51Z 50mA 1.3V 2v 1.27mm 3.18mm 73K1122 4.85 
@ OPB390P51Z 50mA 1.3V 2v 1.27mm 3.18mm 40P0535 5.12 
@ OPB840W11Z 50mA 1.7V 2v 0.25mm 3.18mm 69K8461 6.44 
@ OPB829DZ 50mA 1.7V 2v 0.25mm 3.18mm 73K1105 3.67 
@ OPB829CZ 50mA 1.7V 2V 0.25mm 3.18mm 67K9175 4.22 
@ OPB821Z 50mA 1.7V 2v 1.02mm 2.03mm 69K8458 5.80 
@ OPB821S5Z 50mA 1.7V 2V 1.02mm 2.03mm 69K8457 5.80 
@ OPB830W51Z 50mA 1.7V 2V 1.27mm 3.18mm 69K8460 5.40 
@ OPB840W55Z 50mA 1.7V 2Vv 1.27mm 3.18mm 69K8463 5.11 
@ OPB830W55Z 50mA 1.7V 2Vv 1.27mm 3.18mm 66K6946 5.00 
@ OPB800W55Z 50mA 1.7V 2Vv 1.27mm 9.5mm 69K8453 4.51 
@ OPB810W51Z 50mA 1.7V 2v 1.27mm 9.53mm 66K0452 5.01 
@ OPB801W55Z 50mA 1.7V 2v 1.27mm 9.53mm 69K8454 4.78 
@ OPB829AZ 50mA 1.7V 2v 1.52mm 3.18mm 73K1103 4.39 
@ OPB857Z 50mA 1.7V 2V 1.52mm 3.81mm 69K8465 5.79 
@ OPB815WZ 50mA 1.7V 2V 1.52mm 9.53mm 69K8456 5.22 
Through Hole, Phototransistor 
@ OPB826SD 40mA 1.7V 2Vv 1.02mm 2.54mm 08F2674 ea 
@ OPB804 50mA 1.25V 2V 1.52mm 3.94mm 08F2655 1.95 
@ OPB380T11Z 50mA 1.3V 2v 0.25mm 3.18mm 69K8441 = 
@ OPB360T55 50mA 1.3V 2V 1.27mm 3.18mm 0102931 2.63 
@ OPB370T55 50mA 1.3V 2V 1.27mm 3.18mm 0102951 2.98 
@ OPB866T55 50mA 1.3V 2v 1.27mm 3.18mm 08F2701 3.12 
@ OPB881T55Z 50mA 1.3V 2V 1.27mm 3.18mm 69K8466 5.06 
@ OPB390T55Z 50mA 1.3V 2Vv 1.27mm 3.18mm 69K8444 4.63 
@ OPB825 50mA 1.6V 2v 0.5mm 4.06mm 08F2671 2.05 
@ OPB620 50mA 1.6V 3V 1.52mm 4.83mm 08F2623 1.81 
@ OPB848 50mA 1.7V 2V 0.635mm | 2.54mm 08F2682 2.58 
@ OPB818 50mA 1.7V 2v 0.84mm 5.08mm 08F2662 1.69 
@ OPB820S5 50mA 1.7V 2Vv 1.02mm 2.03mm 08F2664 3.48 
@ OPB840L51 50mA 1.7V 2v 1.27mm 3.18mm 08F2681 S22. 
@ OPB854A3 50mA 1.7V 2v 1.52mm 2.54mm 08F2684 2.66 
@ OPB828C 50mA 1.7V 2v 1.52mm 3.05mm 08F2675 2.19 
@ OPB806 50mA 1.7V 2V 1.52mm 3.18mm 08F2656 3.23 
@ OPB815L 50mA 1.7V 2Vv 1.52mm 9.53mm 66F3367 2.69 
PIM_3891 
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Panel Meters and Switches designed to your specs 
Choose your own colors, text, and logo 


|SO certified lab with a Certificate of Conformance 
included with your order 


Call 800 859 1257 


Email: panelmeters@newark.com 
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OMRON 


AUTOMATION & SAFETY 


For use with Omron photomicrosensors, Go online or call. 
EE-1003 - Connector with Cable 1m 
EE-1006 - Connector with Cable 2m 


Cable Price Each 
Length 
Mfg. Part No. Imperial Stock No. 1-4+ 
Wire to Board 3 Position Receptacle - Free End 
@ EE-1003 3.28 27M2346 9.71 
Wire to Board 4 Position Receptacle - Free End 
@ EE-1006 6.56 18M7281 27.87 
Accessories 
For Use Price Each 
Mfg. Part No. Type With Stock No.| 1-1-9+ 
@ EE-1003A Connector Hold Down Clip Omron EE-SPX, EE-SPY| 18M7280 3.12 
Series Slot-type Reflective 
Photomicro Sensor 
@EE-2002 |NPN/ PNP Conversion Connector | Omron Photo-micro Sensors | 27M2347 | 55.44 
@ E39-R1 Reflector Omron E3S-A Series | 27M2403 | 392.50 
Photoelectrical Sensors 
@ E39-R2 Reflector Omron E39 Series | 38B246 40.88 
Photoelectric Sensors 
@ EE-1002 Sensor Connector EE-SPX301/401 ,| 88K1919 5.86 
EE-SPY30x/40x, EE- 
SPZ301x/401x Sensor Models 
@ EE-1006A Sensor Connector Holder EE-1006, EE-SX670x, 470,) 91B9905 7.74 
EE-SY671 and 672 Sensor 
Models 
@ EE-1001 Sensor Connector EE-SX67x, EE-SX47x, EE-| 93K7545 4.35 
SY67x, EE-SPY31x/41x, EE- 
SPX303/403, EE-SPW311/411 
Sensor Models 
PIM_68289 


Cut costs, not corners with 
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REFLECTIVE OBJECT SENSORS Gepiim 


Compliant 
Available 


Ty electronics 


OPTEK Technology 
§ 


Your 


yh 


oe ae ee DEVELOPMENT 
~ DISTRIBUTOR 


S 


OPB732WZ OPB733TR 


OPB700/701 - Low profile to facilitate stacking, Low cost plastic housing, Choice of phototransistor or 
photodarlington output, #26 AWG lead wire in 4” (101 mm), or 18” (457 mm) lengths 

OPB703/704/705 - Phototransistor output, High sensitivity, Low-cost plastic housing, Available with lenses for 
dust protection and ambient light filtration, Focused for maximum sensitivity 

OPB708/709/740 - 746 - Focused for maximum sensitivity, Phototransistor or photodarlington output, Crosstalk 
does not exceed specified ICEO, 24” (610 mm) wire length, 26 AWG wire size 

OPB715/716/717/718 - Focused for maximum sensitivity, 0.5” (12.700 mm) sensing distance, Panel mount, 
Choice of output configurations, Choice of output configurations 

OPB732 - PC board mounting, 24” (610 mm) 26 AWG wired with mounting tabs, Non-contact infrared switch, Up 
to 1” or more reflective distance depending on circuitry 


OPB716Z 


OPB750/755 - High contrast ratio (1,000 :1 minimum), Low cost plastic housing, PCBoard mount (OPB750N, 
OPB750T), 12” (305 mm) 26 AWG wires (OPB755NZ, OPB755TZ), Available with no-mounting tabs “N” 
package, Available with two mounting tabs “T” package 
Forward | Forward Sensing Price Each 
Mfg. Part No. Vceo Current Voltage Vr Distance | Stock No. 1-9+ 
Panel / Chassis, Darlington Phototransistor 
@ OPB701Z 15V 100mA 1.7V 2Vv §.08mm 69K8448 10.54 
@ OPB701ALZ 15V 100mA 1.7V 2V §.08mm 69K8447 8.90 
Panel / Chassis, Open Collector 
@ OPB716Z 2.1V 50mA 2.1V 3V 12.7mm 73K1076 7.08 
Panel / Chassis, Phototransistor 
@ OPB755TZ 24V 50mA 1.8V 2v 3.81mm 69K8452 6.88 
@ OPB700ALZ 24V 100mA 1.7V 2V §.08mm 69K8445 10.20 3 
@ OPB703 30V 40mA 1.7V 2V 3.81mm 08F2639 2.32 E Fm RESEARCH 
@ OPB704 30V 40mA 1.7V 2Vv 3.81mm 08F2641 3.22 EB & DESIGN 
@ OPB740WZ 30V 40mA 1.7V 2V 3.81mm 69K8450 3.89 
@ OPB744WZ 30V 40mA 1.7V 2V 3.81mm 69K8451 4.60 
@ OPB704WZ 30V 40mA 1.7V 2v 3.81mm 69K8449 4.59 
@ OPB732WZ 30V 50mA 1.8V 3V 76.2mm 73K1080 5.90 
Panel / Chassis, Totem Pole 
@ OPB770TZ 2.4V 40mA 1.8V 3V 6mm 73K1087 6.98 
SMD, Phototransistor 
@ OPB733TR 30V 50mA 1.7V 5V 25.4mm 14R4368 3.68 
Through Hole, Darlington Phototransistor 
@ OPB745 15V 40mA 1.7V 2V 3.81mm 08F2653 2.10 
@ OPB730F 15V 50mA 1.5V 3V 6.35mm 52F6183 8.60 
@ OPB730 15V 50mA 1.5V 3V 6.35mm 08F2650 7.97 
@ OPB607A 15V 50mA 1.7V 2v 4.27mm 08F2620 4.29 
@ OPB707A 15V 50mA 1.7V 2V 4.27mm 08F2644 2.57 
@ OPB712 15V 50mA 1.7V 2V 2.03mm 08F2649 2.83 
Through Hole, Phototransistor | Z PRODUCTION 
© OPB706A 24v | 50mA 1.7V 2v | 127mm | 08F2643 1.99 Z & MAINTENANCE 
@ OPB711 24V 50mA 1.7V 2V 2.03mm 08F2648 2.63 
@ OPB750N 24V 50mA 1.8V 2V 3.81mm 0103068 5.57 
@ OPB608V 30V 12mA 1.7V 5V 1.27mm 11J5266 9.58 
@ OPB742 30V 40mA 1.7V 2v 3.81mm 08F2652 2.43 
@ OPB710 30V 50mA 1.5V 3V 6.35mm 08F2647 8.33 : ' 
@ OPB710F 30V 50mA 1.5V 3V 6.35mm 52F6182 eee, S U pD Do rti nN g yo U r J @) U mM ey 
@ OPB608A 30V 50mA 1.7V 2v 1.27mm 52F6179 1.54 
@ OPB702 30V 50mA 1.7V 2v 3.81mm 89C2268 2.71 
@ OPB608R 30V 50mA 1.7V 5V 1.27mm 57J6453 1.65 al eve ry stag e 
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MULTIMODE HFBR-x0400 SERIES MINIATURE LINK €§ BROADCOM' 
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Available 


PACKAGE 


Transmitters 


DISCRETE OPTICAL TRANSMITTERS- MINIATURE LINK 

HFBR-14x2Z/14x4Z fiber optic transmitters contains an 820nm AlGaAs emitter capable of efficiently launching 
optical power into 4 different optical fiber sizes: 50/125um, 62.5/125um, 100/140yum and 200m HCS®. This 
allows the designer flexibility in choosing the fiber size. HFBR-14xxZ series transmitters are designed to 
operate with Avago's HFBR-24xxZ series fiber optic receivers; ordered separately below. Application notes 
are available with circuit recommendations for operation from DC to 160 MBd transmitter; go online or call. 
DISCRETE OPTICAL RECEIVERS - MINIATURE LINK 

HFBR-24x2Z 820nm fiber optic receivers are designed to operate with Avago's HFBR-14xx series fiber optic 
transmitters, ordered separately above and 50/125um, 62.5/125ym, 100/140um and 200m HCS® fiber optic 
cable, also available; go online or call. Consistent coupling into the receiver is assured by the lensed optical 
system. Response does not vary with fiber size = 0.100ym. 

AFBR-24x9Z 50 MBd Miniature Link Fiber Optic Receivers are designed to operate with Avago's HFBR-14xx 
series fiber optic transmitters. Provides cost effective, high performance fiber optic communication links for 
information systems and industrial applications with link distances of up to 3 km. The receivers are directly 
compatible with popular “industry-standard” connectors: ST® and SMA. They are designed for use with 62.5/125 
im multi mode fiber. 


Receivers 


Part Number Guide 


X 4 X X Z 
1 = Transmitter 4=820nm 0 = SMA, Housed | 2 = Tx, Standard Power | | RoHS Compliant 
2 = Receiver Transmitter / 1 = ST, Housed 4 =Tx, High Power 
Receiver 2 = FC, Housed 2 = Rx, 5 MBd, TTL 
E = SC, Housed Output 
6 = Rx, 125 MHz, 
Analog Output 
Trans. Data Wave- Price Each 
Mfg. Part No. Distance Rate length Stock No. 1-9+ 
@ HFBR-2402Z 1.5 km 4 Mbps 820 nm 71K0274 28.97 
@ HFBR-2412TZ 1.5 km 115 Kbps 820 nm 71K0276 2733) 
@ HFBR-2412Z 1.5 km 115 Kbps 820 nm 71K0277 28.97 
@ HFBR-2416TZ 2.7 km 115 Kbps 820 nm 71K0278 28.97 
@ HFBR-2416Z 2.7 km 115 Kbps 820 nm 71K0279 21.69 
@ HFBR-24E6Z 2.7 km 0.16 Gbps 820 nm 74K5157 = 
@ HFBR-2414TZ 2000 m 5 Mbps 820 nm 74K5160 26.29 
HFBR-2422Z 1500 m 5 Mbps 820 nm 74K5164 ae 
@ HFBR-24E2Z 1500 m 5 Mbps 820 nm 74K5156 31.83 
AFBR-2419MZ 3km 50 Mbps 820 nm 48W2229 = 
@ AFBR-2419TZ 3 km 50 Mbps 820 nm 48W2230 34.00 
AFBR-2409Z 3km 50 Mbps 820 nm 48W2228 -— 
PIM_69214 
Emitter Module 
The 820 nm Miniature Link Series of components is designed to provide cost-effective, high performance fiber 


optic communication links for information systems and industrial applications with link distances of several 
kilometers. With the HFBR-24x6Z, the 125 MHz analog receiver, data rates of up to160 MBd can be attained 

Transmitters and receivers are directly compatible with popular “industry-standard” connectors: ST, SMA, SC, 
and FC. They are completely specified with multiple fiber sizes; including 50/125 ym, 62.5/125 pm, 100/140 
ym, and 200 um 


Signal | Forward Trans. Data Price Each 
Mfg. Part No. Rate Voltage Vr_| Distance Rate Stock No. 1-9+ 
SC, 820 nm, 100 mA 
HFBR-14E4Z 160Mbaud | 1.84V | 3.8V | 2.7km | 160Mbaud | 74K5137 32.33 
SMA, 820 nm, 100 mA 
R-1402Z 160Mbaud | 1.84V | 38V |] 1.5km 5Mbaud 71K0257 29.94 
R-1404Z 160Mbaud | 1.84V | 38V | 2.7km 5Mbaud 71K0258 29.94 


ST, 820 nm, 100 mA 


@ HFBR-1412TZ 5Mbaud 1.84V | 3.8V 1.5km 5Mbaud 71K0259 29.94 
@ HFBR-1412Z 5Mbaud 1.84V | 3.8V 1.5km 5Mbaud 71K0260 29.94 
@ HFBR-1414TZ | 160Mbaud 1.84V | 3.8V | 2.7km 160Mbaud | 71K0261 29.94 
@ HFBR-1414Z 160Mbaud 1.84V | 3.8V | 2.7km 160Mbaud | 71K0262 29.94 
@ HFBR-1415TZ | 160Mbaud 1.84V | 3.8V | 2.7km 5Mbaud 74K5140 29.94 
@ HFBR-1414MZ | 160Mbaud 1.84V | 3.8V | 2.7km 5Mbaud 74K5139 32.33 
PIM_5512191 
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HFBR-0500Z SERIES VERSATILE LINK PACKAGE @§BROADCOM' 


connecting everything « 


RoHS _ 
Compliant 
Available 


Applications: 

@ Industrial control and factory automation 
® Serial field buses @ High voltage isolation 

© Intra-system links; board-to-board, rack-to-rack © Reduces voltage transient susceptibility 

The HFBR-X5X8Z Series consists of a fiber-optic transmitter and receiver operating at a 650 nm wavelength 
(red). The HFBR-1528Z transmitter is an LED in a low cost plastic housing designed to efficiently couple power 
into 200 ym diameter Hard Clad Silica and 1 mm diameter Plastic optical fi ber (POF). The HFBR-2528Z 
receiver incor porates a PIN detec tor and digital output IC compat ible with CMOS and TTL logic families. 
Features: 

- Data transmission at signal rates of dc to 10 MBd 

- Up to 50 meters distances with 1 mm Plastic Optical Fiber (POF) 

- Up to 500 meters distances with 200 ym Hard Clad Silica 

- Wide dynamic range receiver allows operation from zero to maximum link distance with a single transmitter 
drive current 

- Link distances specified for variations in temperature, power supply, and fiber attenuation 

- DC coupled receiver with CMOS/TTL output for easy designs: No data encoding or digitizing circuitry required 
- Pulse width distortion (PWD) controlled to limit distortion from low duty cycle or burst mode data 

“The AFBR-16XXZ transmitter utilizes a 650 nm LED source with integrated optics and driver IC for efficient 
coupling into 1 mm Polymer Optical Fiber (POF). The AFBR-26x4Z/25x9Z receiver consists of an IC with an 
integrated photodiode to produce a logic compatible output. The transmitter input and receiver output are 
compatible with TTL logic families. The pair operates any type of signal from DC up to 50 MBd at distances up 
to 50 m with 1 mm POF, up to 200 m at 10 MBd and 120 m at 50 MBd with 200 um Plastic-Clad Silica (PCS), 
respectively. 

Features: 

- Data transmission at signal rates of dc to 10 MBd 

- Up to 50 meters distances with 1 mm Plastic Optical Fiber (POF) 

- Up to 500 meters distances with 200 ym Hard Clad Silica 

- Wide dynamic range receiver allows operation from zero to maximum link distance with a single transmitter 
drive current 

- Link distances specified for variations in temperature, power supply, and fiber attenuation 

- DC coupled receiver with CMOS/TTL output for easy designs: No data encoding or digitizing circuitry required 
- Pulse width distortion (PWD) controlled to limit distortion from low duty cycle or burst mode data” 


© Extension of RS-232, RS-485 
@ Elimination of ground loops 


Signal Forward Trans. Data Price Each 
Mfg. Part No. Rate Voltage Vr Distance Rate Stock No. 1-9+ 
Vlink, 650 nm, 21 mA 
R-1624Z | 50Mbaud 3.3V -0.5V 50m 50Mbaud | 9374600 22.48 
@AFBR-1644Z | 50Mbaud 5V -0.5V 50m 50Mbaud | 45W7074 25.27 
Vlink, 650 nm, 60 mA 
@ HFBR-1528Z 10Mbaud 21V 13V 50m 10Mbps | 71K0268 21.14 
Vlink, 660 nm, 80 mA 
@ HFBR-1521Z 5Mbaud 1.67V 11V 30m 1Mbaud | 71K0263 16.19 
@ HFBR-1522Z 1Mbaud 1.67V 11V 55m 495Mbps | 71K0264 16.19 
@ HFBR-1523Z 5Mbaud 1.67V TV 120m 495Mbps | 71K0265 16.19 
@ HFBR-1531Z 5Mbaud 1.67V 11V 30m 115Kbps | 71K0269 19.46 
PIM_69212 


Detector Module 
The Versatile Link series is a complete family of fiber optic link components for applications requiring a low 
cost solution. The HFBR-0500Z series includes transmitters, receivers, connectors and cable specified for 


easy design. This series of components is ideal for solving problems with voltage isolation/insulation, EMI/RFI 
immunity or data security. The optical link design is simplified by the logic compat ible receivers and complete 
specifi-cations for each component. The key optical and electrical parameters of links configured with the HFBR- 
0500Z family are fully guaranteed from 0° to 70°C. 
Trans. Data Wave- Price Each 
Mfg. Part No. Distance Rate length Stock No. 1-9+ 

@ HFBR-2521Z 30m 5 Mbaud 660 nm 71K0280 16.19 

@ HFBR-2522Z 55m 115 Kbps 660 nm 71K0281 16.19 

@ HFBR-2523Z 120m 115 Kbps 660 nm 71K0282 16.19 

@ HFBR-2526Z 100m 115 Kbps 650 nm 71K0284 14.01 

@ HFBR-2528Z 50m 115 Kbps 650 nm 71K0285 31.14 

@ HFBR-2531Z 30m 115 Kbps 660 nm 71K0286 19.46 

@ HFBR-2532Z 55m 115 Kbps 660 nm 71K0287 19.46 
PIM_5512188 


PCB Fabrication 


Quality U.S.-based manufacturers — 
as fast as 48-hour turnaround! 


& Assembly 


element1 4.com/designcenter 


PIM_5624858 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


PLASTIC OPTICAL FIBER CABLE FOR VERSATILE 


LINK PRODUCTS 


a UN 


@ BROADCOM 


connecting everything » 


RoHS — 
Compliant 
Available 


Compatible with Avago Versatile Link Family of connectors and fiber optics components. 1mm diameter plastic 
optical fiber (POF) in 2 grades: Low-cost standard attenuation POF (R) and high-performance low loss POF (E). 
Available with simplex connectors (N), duplex connectors (M) and unconnectored (U). 


Price Each 
Mfg. Part No. Diameter Stock No. 1-9+ 
Plastic Optical - Gray Simplex Connector/Crimp Ring 
@ HFBR-4501Z 1mm 74K5180 1.98 
Plastic Optical - Black, Non-Latching, Simplex, Crimpless 
@ HFBR-4531Z 1mm 74K5191 1.70 
Plastic Optical - Blue, Non-Latching, Simplex, Crimpless 
@ HFBR-4533Z 1mm 74K5193 1.70 
Plastic Optical - Blue Adapter (Bulkhead/Feedthrough) 
@ HFBR-4515Z 1mm 74K5186 2.59 
Plastic Optical - Blue Simplex Connector/Crimp Ring 
@ HFBR-4511Z 1mm 74K5184 1.98 
Plastic Optical - Blue Simplex Latching Connector with Crimp Ring 
@ HFBR-4513Z 1mm 74K5185 1.70 
Plastic Optical - Gray Adapter (Bulkhead/Feedthrough) 
@ HFBR-4505Z 1mm 74K5182 2.76 
Plastic Optical - Gray Duplex Latching Connector with Crimp Ring 
@ HFBR-4516Z 1mm 74K5187 2.89 
Plastic Optical - Gray Simplex Latching Connector with Crimp Ring 
@ HFBR-4503Z 1mm 74K5181 1.70 
Plastic Optical - Grey, Non-Latching, Simplex, Crimpless 
@ HFBR-4535Z ‘mm 74K5194 1.94 
Plastic Optical - Parchment Duplex Connector with Crimp Ring 
@ HFBR-4506Z 1mm 74K5183 2.97 
Vlink, Plastic Optical - Black, Latching, Simplex, Crimpless 
@ HFBR-4532Z 1mm 74K5192 1.95 
Accessories 
For Use Price Each 
Mfg. Part No. With Stock No. 1-1- 
@ HFBR-4593Z Avago Versatile Link Family 74K5195 7.75 
@ HFBR-4597Z Avago HFBR Series Fiber Optic Cables 74K5196 526.72 
PIM_69213 
Fibre Optic 
The HFBR-R/EXXYYY series of plastic fiber optic cables are constructed of a single step-index fiber sheathed in 


a black polyethylene jacket. The duplex fiber consists of two simplex 
Standard attenuation and extra low loss POF cables are identical except for ai 


ibers joined 


with a zipcord web. 
ttenuation specifications. 


No. of External Spool Price Each 

Mfg. Part No. Fibers Diameter Diameter Size Stock No. 1-4+ 
@ HFBR-RNS001Z 1Fibres 2.2mm 4mm 3.28 71K0248 7.55 
@ HFBR-RLS001Z 1Fibres 2.2mm 4mm 3.28 74K5126 7.55 
@ HFBR-RNS005Z 1Fibres 2.2mm 4mm 16.4 71K0249 12.73 
@ HFBR-RNSO10Z 1Fibres 2.2mm 4mm 32.8 71K0250 19.11 
@ HFBR-RUS100Z 1Fibres 2.2mm 4mm 3281 71K0253 114.64 
@ HFBR-EUS500Z 1Fibres 2.2mm 4mm 1640: 71K0244 661.15 
@ HFBR-RMD005Z 2Fibres 2.2mm 4mm 16.4 71K0246 21.40 
@ HFBR-RMD010Z 2Fibres 2.2mm 4mm 32.8 71K0247 oe 
@ HFBR-EUD500Z 2Fibres 2.2mm 4mm 1640: 71K0243 958.72 
@ HFBR-RUD500Z 2Fibres 2.2mm 4mm 1640: 71K0252 958.72 


HFBR- 


RIE 


X 


Series name 


E=Exi 


PIM_5511180 


Cable Code: 
R = Standard Attenuation POF 
ra Low Loss POF 


Connector Code 
U = Unconnectored 
N = Standard 
Simplex Connectors 
L = Latching Simplex 
Connectors 


M = Standard Duplex 
Connectors 

T = Latching Duplex 
Connectors 


1.800.463.9275 © newark.com 


Channel Code 
S = Simplex Cable 
D = Duplex 
Zipcord Cable 


Length Code 
(measured from 
tip of connector to 
tip of connector) 
4-500 meters in 1 
meter increments 
e.g. 015 = 15 
meters 
1-10 meters 
in 1 decimeter 
increments 
e.g. 15D = 1.5 
meters 


FIBER OPTIC & LASER ELECTRONICS 
FIBER OPTIC 


Shopping on newark.com is 


Easier than Ever! 


With enhanced features and 
flexible options, like: 


NEW! Header & Navigation 


Improved header provides easy access to 
search, shopping cart and account info. 
Redesigned navigation groups products into 
convenient categories. 


UPDATED! Search 


New algorithms and search results design 
get you to the right products faster. 


Improved Product Pages 


Redesigned product pages feature key 
information like availability and price. 
New "find similar products" helps you 
find the products you need. 
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nergizing a world 
that demands more. 


We deliver: 


- Electrical solutions that use less energy, improve power reliability and make the places 
we live and work safer and more comfortable 


- Hydraulic and electrical solutions that enable machines to deliver more productivity 
without wasting power 


- Aerospace solutions that make aircraft lighter, safer and less costly to operate, and 
help airports operate more efficiently 


+ Vehicle drivetrain and powertrain solutions that deliver more power to cars, 
trucks and buses, while reducing fuel consumption and emissions 


ae ts 
Discover today’s Eaton. 


As a global power management company, we help 
customers worldwide manage the power needed for 


buildings, aircraft, trucks, cars, machinery and businesses. 


Eaton's innovative technologies help customers manage 
electrical, hydraulic and mechanical power more reliably, 
efficiently, safely and sustainably. 


Powering Business Worldwide 


We provide integrated solutions that help make energy, 
in all its forms, more practical and accessible. 


With 2015 sales of $20.9 billion, Eaton has approximately 
100,000 employees around the world and sells products 
in more than 175 countries. 
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FUSES, RESETTABLE PTCS & GDTS 
GAS DISCHARGE TUBES 


2030-XXT-SM SERIES FAST ACTING 3-ELECTRODE BOURNS’ 
MINIATURE GAS DISCHARGE TUBES 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


2097 SERIES HIGH-VOLTAGE 2-ELECTRODEGAS BOURNS’ 
DISCHARGE TUBES 


© Size: 5 mm diameter, 7.3 mm length RoHS — © Size: 11.8 mm diameter, 17.5 mm length @ pa RoHS _ 
© Very fast acting Geena © High power rating Gee einoiat 
. Available ; Available 
@ Small size 2 @ High voltage range ( is 
@ Stable breakdown throughout life AY @ RoHS compliant 
@ Designed to operate with TBU® devices @ UL Recognized 
@ RoHS compliant versions available 
@ UL Recognized 
DC Impulse Impulse Price Each 
Breakover Discharge Sparkover 
DC Impulse Impulse Price Each Mfg. Part No. Voltage Current Voltage Stock No. 1-94 
Breakover Discharge Sparkover ‘Axial Leaded 
Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ 
an g 9 9 @ 2097-100-DLF 1kV 20kA 1.7kV 52W9066 12.97 
© 2030-237-SMLF 80V 4KA 650V 9475234 1.58 S200 1OUDEr, 1.6KV 20kA 2.5kV 52w9069 | 12.09 
© 2030-427 SMLE 735V TkA B50V 9475235 1.58 @ 2097-220-DLF 2.2kV 20kA 2.8kV 52W9071 11.58 
pi Sasa PIM_209571 
© 
2095 SERIES HIGH VOLTAGE 2-ELECTRODEGAS JBOURINS 2263 SERIES HIGH-CURRENT2-ELECTRODEGAS BOURNS 
DISCHARGE TUBES een hee EE . 
: . ~~ © Size: 11.8 mm diameter, 17 mm length fo RoHS 
@ Size: 8 mm diameter, 8 mm length \ RoHS _ © 100 kA ti fo Compliant 
@ Axial leaded device aN : Gee einoiat J surge rating Gommptian 
@ High voltage range up to 6 KV Available ® High power handling fa 
© e 
@ High insulation resistance ( e Low leakage NY 
@ RoHS compliant ie compart 
@ UL Recognized ® UL Recognized 
DC Impulse Impulse Price Each 
Breakover Discharge Sparkover pc Impulse Impulse Price Each 
Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ Breakover Discharge Sparkover eel 
Axial Leaded Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ 
@ 2095-160-BLF 1.6KV 8kKA 2.4kV 9475403 0.77 SMD 
@ 2095-250-BLF 2.5kV 8kA 3.6kV 9475407 0.81 @ 2063-23-ALF 230V 60kA 700V 52W9058 8.34 
@ 2095-270-BLF 2.7kKV 5kA 3.8kV 9475409 wa @ 2063-35-ALF 350V 60kA 900V 52W9060 8.42 
@ 2095-80-BLF 800V 8KA 1.2kV 9475423 0.76 © 2063-47-ALF 470V B0kA 11k 529062 7.98 
PIM_209579 @ 2063-60-ALF 600V 60kA 1.3kV 52W9063 7.66 
a @ 2063-80-ALF 800V 60kA 1.5kV 52W9065 7.58 
2089 SERIES HIGH VOLTAGE MINI-2-ELECTRODE BOWRNG: 
GAS DISCHARGE TUBES : 
© Mini-compact size: 5.5 mm diameter, 6 mm length ~ Sie ia 2057 SERIES LIGHT DUTY 2-ELECTRODE BOURNS’ 
i: i S ompliant 
Sie cee ope \ wvaiatie’ — MINIATURE GAS DISCHARGE TUBES 
igh vonage range Up ( © © Compact size: 5.5 mm diameter, 6 mm length SX RoHS | 
© High insulation resistance © Low capacitance Compliant 
@ RoHS compliant © Lowk i ‘ Available 
@ UL Recognized OH CaaS ( © 
@ RoHS compliant AY 
@ UL Recognized 
DC Impulse Impulse Price Each 
Breakover Discharge Sparkover 
: Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ De Impulse Impulse Price Each 
Axial Leaded Breakover Discharge Sparkover a 
@ 2089-160-BLF 4.6kV 3kA 2.6kV 9475380 0.61 Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ 
© 2089-250-BLF 2.5kV 3kA 3.5kV 9475384 0.61 Axial Leaded 
@ 2089-360-BLF 3.6kV 3kA 4.6kV 9475390 0.62 @ 2057-09-BLF 90v 5kA 700V 52W8976 0.36 
PIM_209577 @ 2057-23-BLF 230V 5kA 700V 52W8982 = 
= @ 2057-35-BLF 350V 5kA 900V 52W8988 0.37 
@ 2057-47-BLF 470V 5kA 1.1kV 52W8992 0.36 
2087 SERIES HIGH VOLTAGE MINI-2-ELECTRODE BOURNS’ 
GAS DISCHARGE TUBES ional 
© Mini-compact size: 4 mm diameter, 4.2 mm length we Sepin fay 
fe autiace moult deviee fvaiave 2045 SERIES MEDIUM DUTY 2-ELECTRODEGAS BBOUWURINS’ 
et pou re : DISCHARGE TUBES 
@ High insulation resistance A 
@ RoHS compliant © Size: 8 mm diameter, 6 mm length RoHS _ 
© UL Recognized © Low capacitance opt 
@ High insulation resistance s 
®@ RoHS compliant A 
@ UL Recognized 
Dc Impulse Impulse Tape Cut 5 
Breakover Discharge Sparkover cs ee a Pty [Price Each 
SMD Mfg. Part No. Voltage Current Voltage pioskiNgy faa Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ 
Axial Leaded 
@ 2087-150-SM-RPLF 1.5kV 3kA 2.1kV 9475370 0.53 © 2045-14-BLE 145V T0kKA 700V 52W8868 = 
2087 -B0SMERELS HOY skh 1AKY 2AT5s79 Bee © 2045-23-BLF 230V 10KA 700V 528870 0.40 
PIM_209576 @ 2045-35-BLF 350V 10kA 900V 52W8876 0.43 
@ 2045-47-BLF 470V 10kA 1.1kV 52W8880 0.25 
PIM_203767 
686 Go online or call for non-compliant or © ROHS Compliant products. See page 2 


FUSES, RESETTABLE PTCS & GDTS 


2049 SERIES MEDIUM DUTY 2-ELECTRODE GAS BOURNS:’” _ MINIATURE 2-POLE GDTs (CONT.) 
DISCHARGE TUBES DC Impulse Impulse Tape Cut 
© Size: 8 mm diameter, 6 mm length RoHS _ Breakover Discharge Sparkover [rere 
© Low capacitance N\ Geeeinpia Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ 
@ High insulation resistance Ns o SMD 
@ RoHS compliant Al 
© UL Recognized @ 2051-09-SM-RPLF 90V 2kA 600V 39T9176 0.76 
@ 2051-15-SM-RPLF 150V 2kA 600V 3979177 0.47 
@ 2051-20-SM-RPLF 200V 2kA 650V 3979178 0.47 
DC Impulse Impulse Price Each @ 2051-23-SM-RPLF 230V 2kA 650V 3979179 0.40 
Breakover Discharge Sparkover @ 2051-30-SM-RPLF 300V 2kA 750V 3979180 0.47 
eae rete Voltage Current Voltage Stock No. 1-9+ © 2051-35-SM-RPLE 350V OKA B00V 3979181 043 
lal Leade aa THA a WET @ 2051-47-SM-RPLF 470V 2kA 950V 3979184 0.52 
Sie Oe @ 2051-60-SM-RPLF 600V 2kA 1.1KV 3979185 0.52 
@ 2049-14-BLF 145V 15kA 700V 52W8890 - 
© 2049-23-BLF 230V 15KA 700V 528892 0.42 ae 
@ 2049-35-BLF 350V 15kA g00V 52W8898 0.45 
° 
© 2049-47-BLF a70V 15KA TAR 5208902 0.45 MINIATURE 2-POLE GDTs BOURNS 
60. © Capacitance: < 1 pF 
wiv oo-Br oy ii a SeNBSUS = © Service life, 8-20uS (2 operations): 1 kA Geetinpian 
PIM_209561 ® Service life, 10-700uS ( 10 operations): 150A Available 
© Approximately 5mm diameter, 4.4mm long 
For use with Bourns transient blocking units (TBUs) 
HEAVY DUTY 2-POLE GDTs BOURNS': 


® Capacitance: < 5 pF 
@ Impulse discharge current, 10-350uS (>1 operation): 8 


RoHS _ 
Compliant 
Available 


@ Impulse discharge current, 8-20uS (>10 operations): 
40 kA 


© 12.7 x 12.7mm Dc Impulse Impulse Tape Cut 
Breakover Discharge Sparkover ae 
Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ 
SMD 
@ 2031-15T-SM-RPLF 60V 1kA 500V 2270341 0.83 
Dc Impulse Impulse Price Each @ 2031-42T-SM-RPLF 360V 1kA 850V 2270347 1.70 
Breakover Discharge Sparkover PIM. 192337 
Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ z 
SMD 
@ 2047-09-ALF 90V 40kA 650V 05R9267 5.95 MINIATURE 3-POLE GDTs BOURNS’ 
@ 2047-15-ALF 150V 40kA 600V 05R9268 6.28 = RoHS _ 
@ 2047-23-ALF 230V 40kA 650V 05R9269 5.97 : Geeeinpia 
@ 2047-35-ALF 350V 40kA 800V 05R9270 6.10 AL 
PIM_191232 
2-POLE GAS DISCHARGE TUBES BOURNS’ 


RoHS _ 

Compliant 

Available 
LS 


= 


Radial Leaded 


Ke 


Surface Mount 


© Capacitance: < 1 pF © Approximately 8 mm diameter, 6 mm long 
@ Impulse discharge current (1 operation): 20 kA e B=0.8mm 
@ |mpulse discharge current, 8-20uS (10 operations): @ LF = RoHS Compliant Product 
10 kA 
Dc Impulse Impulse Price Each 
Breakover Discharge Sparkover 
Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ 
Axial Leaded 
@ 2027-07-BLF 70V 20kA 500V 34R2357 = 
@ 2027-09-BLF 90V 20kA 500V 75K9369 0.91 
@ 2027-15-BLF 150V 20kA 575V 75K9372 -— 
@ 2027-23-BLF 230V 20kA 675V 43K2286 0.83 
@ 2027-25-BLF 250V 20kA 700V 88K8044 0.83 
@ 2027-30-BLF 300V 20kA 800V 14P9834 0.79 
@ 2027-35-BLF 350V 20kA 875V 75K9376 0.83 
@ 2027-60-BLF 600V 25kA 1.1kV 43K2287 = 
SMD 
@ 2027-07-SM-RPLF 75V 20kA 500V 34R2358 1.36 
PIM_159806 
MINIATURE 2-POLE GDTs BOURNS’ 
© Capacitance: < 1 pF Pa RoHS 
© Service life, 8/2uS (10 operations): 2 kA =— Ose 
© Ttmp range: -40° to +90°C ( Py 4 Available 
© Dimensions: 2.7H x 3.2W x 4.5Lmm f A 
@ UL recocognized file E153537, DIN ISO2859 - 
> CONTINUED > 


1.800.463.9275 © newark.com 


Surface Mount 


Radial Leaded 


10 kA 
© Approximately 5 mm diameter, 7.5 mm long 


© Capacitance: < 2 pF 
@ |mpulse discharge current (1 operation): 20 kA 
© |mpulse discharge current, 8-20uS (10 operations): 


DC Impulse Impulse Price Each 
Breakover Discharge Sparkover 

Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ 
3 Terminal SMD 
@ 2036-15-SM-RPLF 150V 20kA 500V 88K8053 = 
Radial Leaded 
@ 2036-07-B2LF 75V 20kA 525V 88K8051 1.94 
@ 2036-09-BLF gov 20kA 550V 75K9395 1.03 
@ 2036-20-B2LF 200V 20kA 575V 32K7254 1.02 
SMD 
@ 2036-07-SM-RPLF 75V 20kA 525V 75K9393 = 
@ 2036-09-SM-RPLF 90V 20kA 550V 75K9397 = 

PIM_162711 


2-POLE GDT’s CERAMIC 


© Capacitance: < 1.5 pF 

® Service life, 8/2uS (10 operations): 
20 kA max. 

® Temp range: -40°C to +90°C 


A 
_~ 
=. 


EPCOS 


RoHS _ 
Compliant 
Available 


Pal 
DC Impulse Impulse Price Each 
Breakover Discharge Sparkover 
Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ 
Axial Leaded 
@ B88069X2180S102 1.4kV 10kA 2.1kV 26H1894 1.43 
@ B88069X2590S 102 4.5kV 2.5kA 5.8kV 65H5763 = 
@ B88069X2620S102 5.5kV 5kA 6.5kV 20M4582 fa 
@ B88069X180S102 75V 5kA 600V 061842 = 
@ B88069X720S102 g0V 5kA 550V 88H4191 aS 
@ B88069X1380S102 90V 20kA 550V 061850 2.23 
@ B88069X2250S102 230V 20kA 550V 061856 = 
> CONTINUED > 
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FUSES, RESETTABLE PTCS & GDTS 


GAS DISCHARGE TUBES 


2-POLE GDT’s CERAMIC (CONT.) 


Dc Impulse Impulse Price Each 
Breakover Discharge Sparkover 
Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ 
Axial Leaded 
@ B88069X1490S102 500V 20kA 1kV 29M3834 oes 
@ B88069X2880S 102 600V 20kA 1.AKV 43J3954 5 
@ B88069X780S102 720V 5kA 1.AkV 061845 = 
@ B88069X2140S102 800V 10kA 1.AKV 061853 = 
PIM_197430 


2 AND 3-POLE GDT’s CERAMIC 


© Capacitance: < 1.5 pF max. 
© Service life, 8/2uS (10 operations): 20 kA max. 
© Temp range: -40°C to +90°C 


RoHS 
Compliant 
Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


GAS DISCHARGE TUBES / Al RoHS 
SURGE ARRESTERS Compliant 


Available 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


Fig. 2 


Fig. 3 
© Small size 

® Rugged ceramic-metal construction 
© Low capacitance (<1pF) @ UL recognized: File No. E111526 
® Nonradioactive 600-1000V © Meets REA PE-80 


Suffix MS=Surface mount, 04=Bent leads 4.39mm apart, 10=Bent leads 4.75mm apart, 14=Straight leads. 


© Operating temp. : -40°C to +125°C. 
® Available with or without leads 


DC Impulse Impulse Tape Cut 
Breakover Discharge Sparkover 
Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ 
SMD 
@ B88069X1640T902 90V 5kA 550V 5979276 3.46 
PIM_197649 


2-POLE BROADBAND GAS DISCHARGE TUBES 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


RoHS _ 
Compliant 
Available 


=, 
— 


@ UL file no. E128662 
© DC breakover voltage: 90V 
@ Nom. impulse discharge current (10 shots, 


8x20us): 5kA 
@ Max. capacitance @ 1MHz: 1.5pF 
© Operational temperature: -40° to +90°C 


Dc Impulse Impulse Tape Cut 
Breakover Discharge Sparkover 
Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ 
SMD 
@ SL1002A090SM 90V 5kA 650V 17H2147 om 
@ SL0902A090SM 90V 5kA 700V 58K6424 = 
PIM_177409 


2-POLE SURFACE MOUNT GAS DISCHARGE TUBES 


@ GHz working frequency 
@ 1-2KA surge capability tested with 8/20us pulse as defined by IEC 


61000-4-5 


Non-radioactive 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


sett failsafe. Sold individually. Tape and reel packaging also available add “TR” to type suffix; go online 
or call. 
DC Impulse Impulse Price Each 
Breakover Discharge Sparkover 
Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ 
2 Terminal SMD 
@ CG75MS 75V 20kA 650V 01J1225 1.33 
Axial Leaded 
@ CG21000L 1kV 65A 1.5kV 65F1457 3.63 
@ CG33.0L-03 3kV 5kA 6kV 48K7377 = 
@ CG35.0L 5kV 5kA 7.5kV 41B9888 447 
@ CG75L 75V 100A 400V 44F3903 3.29 
@ CG90L 90V 100A 400V 64K2257 3.29 
@ CG110L 110V 2.5kKA 400V 65K1022 1.98 
@ CG2-145L 145V 2.5kKA 500V 64K2242 3.29 
@ CG2-230L 230V 2.5kKA 600V 64K2244 3.29 
@ CG2-300L 300V 2.5kA 700V 46F3581 1.98 
@ CG2-350L 350V 2.5kKA 750V 64K2248 1.94 
@ CG2-470L 470V 100A 850V 44F3905 1.99 
@AC120L 500V 5A 700V 64K2239 2.00 
@ CG5-600L 600V 500A 1kV 30K6827 1.20 
@ AC240L 715V 5A 800V 67K0042 2.00 
@ CG2-800L 800V 65A 1.2kV 64K2252 2.18 
SMD 
@ CG2-600MS 600V 2.5kKA 1kV 64K2251 1.93 
PIM_74678 


MEGASURGE NTC INRUSH CURRENT LIMITERS AMETHERM 


Circuit Protection Thermistors 


Battery Charges 


RoHS _ 
Compliant 
Available 


RoHS 

Compliant 

Available 
b \ 


Low capacitance (<1pF) 

Voltage ranges from 75V to 420V 

UL recognized 

Conforms to ITU-T K12, IEC 1000-4-5 
Square outline (4.5 x 3.2 x 2.7mm) 

Q suffix indicates quick response version 


DC Impulse Impulse Tape Cut 
Breakover Discharge Sparkover 
Mfg. Part No. Voltage Current Voltage Stock No. 1-9+ 
SMD 
@ SG75 75V 2kA 650V 8872465 1.47 
@ SG90 90V 2kA 600V 8872466 0.54 
@ SG150 150V 2kA 600V 8872456 Ae72 
@ SG230 230V 1kA 800V 8812457 0.76 
@ SG300Q 300V 1kA 650V 8872459 0.76 
@ SG300 300V 1kA 850V 8872458 0.76 
@ SG350Q 350V 1kA 700V 8872461 0.76 
@ SG350 350V 1kA 900V 8872460 0.76 
@ SG400 400V 1kA 950V 8872462 0.76 
@ SG420 420V 1kA 1kV 8872463 0.76 
@ SG420Q 420V 1kA 750V 8872464 0.76 
PIM_202058 
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Applications e 
@ AC Motors @ Frequency Generators 
@ Power Supplies @ Plasma Cutting Tools 
© Motor Drives @ MRI Machines 
@ Audio Amplifiers © Toroidal Transformers up to 4.0kVA 
Disc Max. Steady Max. Price Each 
Mfg. Part No. Size Resistance State Current Energy Stock No. 1-9+ 
@ MS22 10008 22mm 10ohm 8A 200 7236608 3.96 
@ MS22 20005 22mm 200hm 5A 180. 7256612 4.13 
@ MS22 50004 22mm 500hm 4A 240 7236615 4.13 
@ MS22 75004 22mm 750hm 4A 240 7256616 4.26 
@ MS22 12103 22mm 1200hm 3A 220 72J6610 4.26 
@ MS22 12104 22mm 1200hm 4A 220 72J6611 4.26 
@ MS32 1R036 32mm tohm 36A 300. 7256619 5.85 
@ MS32 2R025 32mm 2ohm 25A 300 7256622 5.85 
@ MS32 5R020 32mm 5ohm 20A 300 7236625 3.57 
@ MS32 10015 32mm 10ohm 15A 250. 7256620 5.11 
@ MS32 20010 32mm 200hm 10A 250 7256624 5.66 
@ MS35 0R550 35mm 0.50hm 50A 900 7236628 41.51 
@ MS35 1R040 35mm tohm 40A 800. 7236629 11.10 
@ MS35 2R035 35mm 2ohm 35A 750. 7256631 11.51 
@ MS35 3R030 35mm 30hm 30A 750 7256633 11.51 
@ MS35 5R0O25 35mm 5ohm 25A 600 7256634 11.52 
@ MS35 10018 35mm 10o0hm 18A 500. 7256630 11.51 
@ MS35 20010 35mm 200hm 10A 500 7236632 11.10 
PIM_83970 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


FUSES, RESETTABLE PTCS & GDTS 


INRUSH LIMITERS 
bigAMP™ INRUSH CURRENT LIMITERS AMETHERM SL SERIES STANDARD INRUSH CURRENT LIMITERS (CONT.) 
Circuit Protection Thermistors Disc Max. Steady Max. Price Each 
RoHS Mfg. Part No. Size Resistance | StateCurrent | Energy | Stock No. 1-9+ 
Gee sinpian @ SL15 0R710 15mm 0.7ohm 10A 30J 72J6765 0.46 
@ SL15 0R712 15mm 0.7ohm 12A 45J 72J6766 = 
@ SL15 1R010 15mm tohm 10A 45J 72J6767 0.56 
Applications ; © Uninterruptible Power Supplies (UPSs) “esi52R506.. | 15mm | 25ohm | GA | 40) | 7206778 | 080 
© Switching Power Supplies @ Frequency Generators 
@ AC Motors @ SL15 2R507 15mm 2.50hm 7A 40J 7256779 1.25 
Ametherm’s bigAMP™ Surge Limiters are specially designed Inrush Current Limiters able to withstand up to 36 @ SL15 2R508 15mm 2.50hm 8A 40J 7256780 0.80 
amperes of continuous current and 260 joules of input energy. @ SL15 2R509 15mm 2.50hm oA 40J 7236781 0.80 
Disc Max. Steady Max. Price Each @ SL15 4R008 15mm 4ohm 8A 40J 72J6790 1.24 
Mfg. Part No. Size Resistance State Current Energy Stock No. 1-9+ @ SL155R006 45mm 5ohm 6A 50J 7256795 0.44 
@ SL32 0R530 32mm 0.50hm 30A 150J 7256840 2.85 @ SL15 5RO07 45mm 5ohm 7A 50. 72J6796 1.25 
@ SL32 1R030 32mm tohm 30A 160. 72J6842 2.85 @ SL15 5RO09 45mm 5ohm oA 50. 7236798 ns 
@ SL32 1R036 32mm tohm 36A 160. 72J6843 2.98 @ SL15 8R006 15mm 8ohm 6A 55. 72.6804 a 
@ SL32 2R023 32mm 2ohm 23A 250J 72J6845 2.85 @ SL15 7R004 15mm 40ohm 4A 55. 72.6802 ae 
@ SL32.2R025 | 32mm 2ohm 25A 300J 7256846 2.91 @ SL15 10005 tsmm | 10ohm 5A 50. 7256768 1.43 
@ SL32 5R020 32mm 5ohm 20A 200 72J6848 2.98 @ SL15 10006 15mm 400hm 6A 55 7236769 115 
@ 813210015 | 32mm | __t0chm 415A 150. 726844 2.85 @ 8115 1006-03 | 15mm | 40ohm 6A 55 72J6770 i 
PIM_83963 @ SL15 15006 15mm 150hm 6A 40. 7256773 = 
@ SL15 16004 15mm 160hm 4.40 50. 7256776 0.63 
SL SERIES STANDARD INRUSH CURRENT AME ERIM 2811525003 tomm | 25ohm 3A 50 726785 071 
LIMITERS AMETHERM @ SL15 25004 15mm 25ohm 4A 40. 7256786 0.80 
Circuit Protection Thermistors — “@ <1 45 30003 tomm | _300hm 3A 40 72J6787 = 
Gop iinpian @ SL15 30004 fmm | 300hm 4A 40 72J6788 0.80 
Avaliable @ SL15 33004 tsmm | 33chm 4A 55. 726789 = 
@ SL15 40004 15mm 400hm 4A 35. 72J6791 0.46 
@ SL15 47003 15mm 47ohm 3A 50. 7256792 0.71 
: @ SL15 60002 15mm 600hm 2A 50. 7236800 1.28 
@ SL15 60004 15mm 600hm 4A 50. 7236801 1.28 
@ SL15 12102 15mm 1200hm 2A 40. 7256772 0.70 
Inrush Current Limiters are an effective way of limiting the inrush of current that can damage components in a @ 8115 22102 1mm 2200hm 2A 40 7256784 1.14 
switching power supply and other power devices when the equipment is turned on. Ametherm Inrush Current @ SL18 5RO06 18mm Sohm 6A 75. 72J6812 0.81 
Limiters present an initial high resistance to electrical current and quickly heat up toa negligible resistance @ SL18 10005 48mm 10ohm 5A 75 72J6808 0.96 
ae ee includes a large variety of the sizes and electrical @ S118 16004 18mm Téeohm 7A 75 7256809 = 
a aot - SSE @ SL18 47003 18mm | 47ohm 3A 75. 726811 1.08 
Mfg, Part No. Size | Resistance | State curent Energy | StockNo. | 19+ _ @S122 R516 eefnin Q.bohm 16A 160J 7256814 1.45 
© 51102R005 | 10mm ohm 5A 30 alent aaa @ 8122 0R712 22mm | 0.7ohm 12A 120) | 726815 1.89 
@SL102R505 | 10mm | _25ohm 5A 30. 72J6717 0.48 5122 1020 Z2inims] — toni 20A 65 7246816 1.93 
@ SL10 5R004 40mm 5ohm 4A 20. 7256726 0.43 @ SL22 2R018 22mm 2ohm 18A 90. 72J6826 1.98 
@ SL10 10002 10mm 40ohm 2A 10, 7236710 0.48 @ SL22 2R508 22mm 2.50hm 8A 90. 72J6827 32: 
©5110 10003 | tomm Toahm 3A 7 aera aga @ S122 2R510 22mm | 2.5ohm 10A 90 726828 1.32 
511010004. | 40min | toon tA 47, ane aa © S122 2R515 22mm | 2.5ohm 16A 90 726829 1.86 
@ SL10 15002 40mm 450hm 2A 17. 7256714 @ SL22 4R014 22mm 4ohm 14A 100. 7256833 1.98 
@ 811015003 | 10mm | 15ohm 3A 17, 7206715 ms @ S122 5R006 22mm | _-Sohm 6A 50) | 726835 1.38 
© 511030001} tomm | 30ohm TA 5 walerai = @ 8122 5R012 22mm Sohm 12A 100 726836 1.98 
@ 511030002} fomm | 30chm 7A 15 a = @ 8122 7R010 22mm | __7ohm 10A 100/ | 7206839 1.98 
@si1050001 | tom | S0ohm aA ts) rue727 Pag SCC S22 10005 22mm | 10ohm 5A 90) | 72J6817 1.32 
@sii050002 | 10mm | S0ohm 2A 18. 72J6728 0.73 8122 10007 | 22mm | Woh | AT) 1.97 
@ SL10 12101 fomm | 1200hm TA 14 7256713 0.36 © SL22 10008 22mm _|__10ohm 8A 904 7256819 1.94 
@sLi21R008 | 12mm tohm 8A 40 7236729 0.22 ae 22mm. | 1pobitn 9A too) | _72J6820 1.44 
@SLi21R010 | tamm tohm T0A 2 7246730 0.52 @ S122 14007 22mm: | ‘ohm TA 15 726824 1.05 
©5112 R308 | tamm | 13chm BA 10 aera aaa @ 8122 16004 22mm | 16ohm 4A 100 726825 1.32 
© 51129R503. | tamm | 2.5ohm 3A 36 aera = @ 8122 20007 22mm | 200hm 7A 125 726830 1.88 
@ SL12 2R507 42mm 2.50hm 7A 25, 72J6746 = @ SL22 30005 22mm 300hm 5A 80J 72J6832 1.89 
@51125R002 | tamm Sohm oA os saleraa we @ 8122 40005 22mm | 400hm 5A 63) | 726834 1.89 
@ SL12 5RO04 42mm 5ohm 4A 40. 72J6756 0.45 @ SL22 50004 22mm 50ohm 4A 80J 7256837 1.05 
@S81125R005 | 12mm Sohm 5A 2 72J6757 0.88 © SL22 60003 2amm_|__80ohm 3A 72) | 7246838 1.17 
@SL128R003 | 12mm Bohm 3A a 72J6760 0.30 @ S122 12102 22mm _|__(20ohm 2A 80) | 726821 1.04 
@ SL12 10004 42mm 40ohm 4A 40. 7256732 0.51 @ SL22 12103 22mm 1200hm 3A 80J 72J6822 2.00 
@ SL12 10005 12mm 10ohm 5A 60. 7236733 0.92 PIM_83951 
@ SL12 10006 12mm 10ohm 6A 40. 7236734 0.46 
@SL1212004 | 12mm 42ohm aA 40. 726736 a NTC INRUSH CURRENT LIMITERS A 
@ SL12 15003 12mm 150hm 3A 40. 7256739 0.92 Features ES 
@ 811215004 | tamm | 15ohm 4A 40. 72J6740 0.58 je Pan pone @ @ S ee e —— 
Applications 
@s11220002 | 12mm | 20hm 2A 30 7256747 = ® Switch-mode power supplies | ’ EPCOS 
@ SL12 20003 12mm 200hm 3A 36, 7256748 0.81 © Soft-start motors | RoHS 
@ SL12 25002 12mm 250hm 2A 30. 72J6750 0.52 Compliant 
@ 811225003 | 12mm 250hm 3A 45 7246751 0.55 - — 
Sle uw ‘emm abohm 2h a uzseib2 wei Mfg. Part No. ao Resistance bese pnt StockNo. | 1-94 
Seles = ee = a Tas Oise © 85715350479M000 | 8.5mm 47ohm 3A 2109584 0.09 
@ SL12 80002 12mm 80ohm 2A 30. 72J6762 0.55 © B57153S100M 3.5mm TOohm 7A 2109581 a 
Saas = eben a a g2ser6s — @ B57153S0150M000 8.5mm 150hm 1.8A 2109582 0.31 
A ua 2 Lert G5 @ B57235S0509M000 9.5mm 5ohm 4.24 2109655 = 
estan 22101 | tamm | 220ohm | A 9 8572365 100M 41.5mm 10ohm 3.5A 2109658 = 
> CONTINUED > > CONTINUED > 
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FUSES, RESETTABLE PTCS & GDTS 


INRUSH LIMITERS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


NTC INRUSH CURRENT LIMITERS (CONT.) NTC THERMISTORS (CONT.) 
Disc Max. Steady [Price Each - | Price Each 
Mfg. Part No. Size Resistance State Current Stock No. 1-9+ Mfg. Part No. Resistance Beta (K) Stock No. 1-9+ 
@ B57237S0479M000 témm 4.7ohm 5.1A 3007944 0.75 Radial Leaded 
@ B57237S0150M000 1mm 15ohm 3A 30C7939 ae @ B57236S0160M000 téohm 2965K 2109660 0.50 
@ B57237S0220M000 fmm 22ohm 28A 30C7940 = @ B57238S0160M000 Téohm 3165K 057786 aus 
@ B57364S0109M000 2mm Tohm 16A 2109668 = @ B57236S0200M000 20ohm 3065K 2109661 I 
@ B57364S0259M000 2mm 2.50hm 1A 2109671 1.24 © B57238S0220M000 22ohm a 057787 = 
© B57364S509M 21mm Sohm 8.5A 2109673 = @ B57237S0220M051 ohm 3300K 5974305 =a 
PIM_136534 © B57236S0250M000 25ohm 3065K 2109662 ex 
© B57238S250M 25ohm 3265K 057789 a 
AMPHENOL ADVANCED SENSORS Am p h e n ol @ B57237S0330M000 330hm 3300K 3007943 aa 
THERMOMETRICS NTC TYPE CL SERIES © B57236S500M 500hm 3165K 2109664 = 
® Disc Thermistor with Uninsulated Lead Wires Advanced Sensors SMD, 0805 [2012 Metric] 
@ Suitable for AC/DC Switching Power Supplies Gepiirsan @ B57620C5103J062 10kohm 3730K 5974306 0.20 
© Operating Temperature: -50°C to +175°C Available Through Hole, Radial Leaded 
@ B57891M0102J000 Tkohm 3930K 2109770 0.46 
@ B57891M0222J000 2.2kohm 3900K 2169790 a 
@ B57891M0472J000 4.7kohm 3980K 2109802 S 
| @ B57540G0502F000 5kohm 3497K 433553 = 
@ B57550G0502F000 Skohm 3497K 433579 a 
@ B57891S0502F008 5kohm 3980K 433684 =; 
@ B57891M0682J000 6.8kohm 3980K 2109808 0.25 
Disc Max. Steady |PriceEach =“ B5787180103F002 10kohm 3460K 433658 = 
Mfg. Part No. Size Resistance State Current Stock No. 1-4+ @ B57891S0103F008 10kohm 3050K 733681 144 
oe) gy sens |S wenn nie RIES305 Oz © B57869S0103F 140 10kohm 308K 5974307 = 
eceno A0s16inn Won aah Gate UiGn @ B57891M0153J000 15kohm 100K 2109786 0.25 
pice A@eTomms|"stohin 1A SF S802 ck0S © B57891M0333000 33kohm 230K 2109798 zi 
ces oeéSmi | sbatin rp BIss96 wis @ B57540G0503F000 S0kohm 4006K 433556 a 
eda vies |___-S0en pee ABFASG uEGS © B57550G104F T0Okohm 4092K 433564 Gs 
etre fe e/mm’ ft tsohm oA BE SONY aug @ B57891M0104J000 700kohm 4450K 2109774 = 
ace ise¢mm som Bl Bir S37 mie © B57891S0104F008 T00kohm 4450K 433682 = 
wclei60 ee — sia eae hs @ B57891M0474J000 470kohm 5000K 2109806 = 
EE cathe a DTA 46F458 = Shsangh Hole WireTieeted 
= : @ B57861S202F40 2kohm 3560K 433637 = 
Scr ESSAI" 2280KNt HA ets98 ills © B57861S0302F040 3kohm 3088K 2109732 1.79 
ech fee tmmmn |). 250i _ sgeaie ill © B57861S502F40 Skohm 3988K 2109738 a 
nail {sem “Afohen WA GESONG ois © B57861S303F40 30kohm 3064K 2109735 = 
oe 8 oni) se20htn Bh BISS8F Zi @ B57703M303G40 30kohm 3064K 4303627 = 
oon ae2emn au 7 BIRSSBE au © B57861S0104F040 100kohm 4540K 433634 = 
@CL-50 19.56mm Tohm 5A 81F3389 2.24 ee 
@CL-60 79.56mm | 10ohm 5A 81F3390 2.01 = 
ae = sop t+ HONEYWELL FENWAL GLASS-ENCAPSULATED H 
@CL-80 79.56mm | 47ohm 3A 81F3302 2.32 - 
@ CL01 23.62mm O.5ohm TA 16F5008 2.63 CHIP NTC THERMISTORS, 135 SERIES oney v vell 
@CL-90 23.62mm [| _ 1200hm 2A 81F 3393 2.13 Z| — 1's" —| ae 
PIM_4182 == == a = 0.80 
—|0.180"|~ = 
NTC THERMISTORS 
Features 


© Coated thermistor disk 

@ Kinked leads of tinned copper wire 
© Wide resistance range 
Applications 

© Switch-mode power supplies 

© Soft-start motors 

© Vacuum cleaners 


A 

-_ 
= 
| ie 


EPCOS 


RoHS _ 
Compliant 
! Available 


RoHS | 
Compliant 
Available 


© Operating Temp: -60°C to +300°C 

@ Time Constant: 4 Sec. Max. 

@ DC Power: 2.5mW/°C 

@ Tolerance: +10 %, except mfr. part no. 135-xxx- 
LFW, +1°C from 0°C to 100°C 

Applications 

® Telecom, Automation, Appliances 


Features 

@ Rugged DO-35 Glass Encapsulation 
@ Hermetically-Sealed 

© Solderable, Weldable, Tinned 

© Copper-Clad Steel Leads 

© Tighter tolerances available 
Specifications 


Price Each 
Price Each Mfg. Part No. Resistance Beta (K) Stock No. 1-9+ 
Mfg. Part No. Resistance Beta (K) Stock No. 1-94 Through Hole, DO-204AH, Axial Leaded 
Radial Leaded @ 135-104LAF-J01 100kohm 3974K 10M5320 0.81 
@ B57237S0109M000 1ohm 2700K 3007938 = Through Hole, DO-35, Axial Leaded 
@ B57464S0209M000 2ohm 2900K 29M3209 = 135-102DAG-J01 1kohm 3348K 46F3210 7.43 
@ B57237S0229M000 2.20hm 2800K 3007941 = @ 135-202FAG-J01 2kohm 3468K 10M5322 Bes 
@ B57238S0259M000 2.50hm 2800K 84H9641 0.78 @ 135-103FAG-J01 10kohm 3468K 30F1746 = 
@ B57238S0479M000 4.7ohm 2965K 05J7791 = 135-103LAF-JO1 10kohm 3974K 2404692 4.08 
@ B57236S0509M000 Sohm 2800K 2109665 0.61 @ 135-503LFW-J01 50kohm aa 96F8016 12.67 
@ B57238S0509M000 Sohm 2965K 4333495 = @ 135-503LAG-J01 50kohm 3974K 10M5324 7.76 
@ B57464S0509M000 Sohm 3060K 07P7901 3.79 @ 135-204QAG-J01 200kohm 4261K 10M5323 2s 
@ B57235S0100M051 10ohm 2900K 5974304 0.26 @ 135-504QAG-J01 500kohm 4261K 10M5325 6.44 
@ B57237S0100M000 100hm 3060K 3007937 = PIM_4177 
@ B57238S100M 10ohm 3065K 05J7782 = 
@ B57464S0100M000 10ohm 3300K 29M3208 5.90 
@ B57238S150M 150hm 3165K 05J7784 eee 
> CONTINUED > 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


HONEYWELL FENWAL UNI-CURVE® R-T MATCHED 
INTERCHANGEABLE NTC THERMISTORS, 192 Honeywell 


SERIES 


Features 

@ Resistance Temperature Curve Interchange- 
ability 

@ High Stability and Reliability 

@ Epoxy-Coated 

Specifications 

© Time Constant: 15 Sec. 

© DC Power: 0.75mW/°C 


RoHS — 
Compliant 
Available 


© Operating Temperature: 0°C to +125°C 
Applications @ W-+1.0°C (1.8°F) 
© Temperature Measurement and Control @ T-+0.2°C (0.36°F) 
Suffix Guide - Tolerance e.g. LE(T/V/W) @ V-+0.5°C (0.9°F) 
Price Each 
Mfg. Part No. Resistance Beta (K) Stock No. 1-9+ 
Through Hole, Radial Leaded 
@ 192-102DEW-A01 1kohm 3348K 10M5345 9.21 
@ 192-302LET-A01 3kohm 3974K 30F1797 6.34 
@ 192-502LET-A01 5kohm 3974K 10M5352 7.54 
@ 192-103LET-A01 10kohm 3974K 10M5346 7.03 
@ 192-103LEW-A01 10kohm 3974K 96F6247 3.90 
@ 192-103LEV-A01 10kohm 3974K 10M5347 10.30 
@ 192-303KET-A01 30kohm 3943K 10M5350 11.87 
@ 192-503QET-A01 50kohm 4261K 46F3215 30.76 
@ 192-104QET-A01 100kohm 4261K 10M5348 6.19 
PIM_4178 


HONEYWELL FENWAL GLASS PROBE NTC 


THERMISTORS, 
120 AND 121 
SERIES 


Features 

@ Shock-Resistant, Hermetically-Sealed Glass 
Probes 

© Weldable/Solderable Dumet Leads 

Specifications 

@ Tolerance: 20% 

@ Time Constant: 120 Series: 10 Sec.; 121 Series: 


_Honeywell 


LE 

iA RoHS _ 
Compliant 
Available 


22 Sec. 
© DC Power: 120 Series: 0.5mW/°C; 
© 121 Series: 1mW/°C. 
@ Max. Operating Temperature: 300°C. 
Applications 
@ Temperature Measurement and Control in Fluids 
and Air Sensors 


Price Each 
Mfg. Part No. Resistance Beta (K) Stock No. |e) 
Through Hole, DO-35, Axial Leaded 
@ 111-103EAJ-H01 10kohm 3518K 96F8005 ee 
Through Hole, Radial Leaded 
@ 120-102EAJ-Q01 tkohm 3518K 98F588 19.79 
@ 121-102EAJ-Q01 1kohm 3518K 10M8465 ae 
@ 112-103FAJ-B01 10kohm 3669K 30F1725 aos 
@ 121-103FAJ-Q01 10kohm 3669K 10M8466 16.13 
@ 121-503JAJ-Q01 50kohm 4061K 30F1774 31.70 
@ 112-104KAJ-B01 100kohm 4268K 46F5987 17.70 
Through Hole, Radial Leaded, Radial Leaded 
@ 121-202EAJ-Q01 2kohm 3518K 10M8467 ae 
PIM_4175 
NTC Type MS Series Am phenol 
Advanced Sensors 
19" 40° RoHS 
Geasinpian 
250" MAX Available 
a 
ossrmaxt 
INSULATED TEFLON INSULATED 
Features @ Dissipation Constant: 1.4 mW/°C 


© Low-Cost Solid-State Sensor 

@ High Sensitivity to Changes in Temperature 

@ Epoxy-Coated Point-Matched Disc Thermistors 
@ have 0.010" Nickel PTFE Insulated Lead Wires 
Specifications 

@ Temperature Accuracy: +1°C @ 25°C 


@ Time Constant: 15 sec. 

© Operating Temperature: -50°C to +150°C. 
Applications 

© Suitable for Temperature Measurement, 

© Control and Compensation 

@ Suitable for PCB and Probe Mountings 


> CONTINUED > 
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FUSES, RESETTABLE PTCS & GDTS 


NTC THERMISTORS 
NTC Type MS Series (CONT.) 
Price Each 
Mfg. Part No. Resistance Stock No. 1-4+ 
Through Hole, Wire Leaded 
@ RL0503-1248-73-MS 2kohm 59J7489 0.93 
RL0503-2890-95-MS 5kohm 8308458 = 
@ RL0503-5820-97-MS 10kohm 96F3308 2.85 
@ RL0503-17.56K-96-MS 30kohm 90B0695 0.99 
@ RL0503-27.53K-120-MS 50kohm 96F3309 0.99 
@ RL0503-55.36K-122-MS 100kohm 96F3310 2.98 


PIM_4197 


NTC Interchangeable Type DC95 Series 
Features 
@ Epoxy Coating with Tinned Copper Leads 
@ Interchangeable Sensor @ 0.2°C 
for parts listed below, “V” ending 
is 0.1°C 
® Replacements Do Not Require 
Trimming or Recalibration 
Specifications 
® Dissipation Constant: (Still Air): 
AmW/°C; (Stirred Oil): 8mW/°C 
@ Thermal Time Constant: (Still Air): 10 sec.; (Stirred 
Oil): 1 sec. 
@ Max. Power @ 25°C: 75mW 


Amphenol 


© Operating Advanced Sensors 


Temperature: +0.2°C over 0°C to +70°C 
@ Lead Size: 1.5” x 0.012” Dia. 
@ DC95 - Copper lead wires 


Price Each 
Mfg. Part No. Resistance Stock No. 1-4+ 

Through Hole, Radial Leaded, Wire Leaded 

DC95F302V 3kohm §2F3327 4.02 

DC95G104W 100kohm §2F3329 = 
Through Hole, Wire Leaded 

DC95F202W 2kohm §2F3325 1.62 

DC95F232W 2.252kohm §2F3326 4.34 

DC95F302W 3kohm 2704775 4.26 

DC95F502W 5kohm 52F3328 471 

DC95F103W 10kohm §2F3324 4.41 
@ DC95F103WN 10kohm 84R8371 0.84 

DC95H303W 30kohm 90B3189 4.42 


PIM_4220 


BIOMEDICAL CHIP THERMISTOR ASSEMBLIES, MA 
SERIES 
e 


Biomedical Chip Thermistor 
assemblies are designed for use 
in applications involving both 
intermittent and continuous patient 
temperature monitoring. 

@ MA 100GG - Molded Plastic tip 

@ MA 100BF - Kapton Sleeve 

Mft. part no suffix - Tolerance (Max) 

@ A=+0.15°C 


Amphenol 


Advanced Sensors 


® B=+0.2°C = 
© C=+0.25°C * 
Price Each 
Mfg. Part No. Resistance Stock No. 1-9+ 
Through Hole, Wire Leaded 
MA100GG232C 2.252kohm 655905 = 
MA100BF103A 10kohm 655900 eons 
MA100BF103B 10kohm 92B1801 4.56 
MA100GG103A 10kohm 655901 12.03 
MA100GG103B 10kohm 29H3005 4.56 
MA100GG103C. 10kohm 655902 5.02 
PIM_106474 
NTC TEMPERATURE-SENSING THERMISTORS yy 
VISHAY. 
0.134" Max. 0.118" Max. 
(G4) [— 7 a 
open : 
Compliant 
(/ \ ast Max. Available 
0.100" oa I- 


071" Min, (254) 
(18) 


Features 

® Accuracy Over A Wide Temperature Range 
® High Stability 

@ Excellent Performance Ratio 

© Color Band Markings for Easier Identification 
Specifications 


© Radial-Leaded 

© Solder Mounts in Any Position 

© Operating Temperature: -40°C to +150°C 
@ Dissipation Factor: 7mw/°K 
Applications 

@ Temperature Sensing and Control 


> CONTINUED > 
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FUSES, RESETTABLE PTCS & GDTS 
NTC THERMISTORS 


NTC TEMPERATURE-SENSIN 


THERMISTORS {CONT.). ; ; 
a chip with 2 tinned solid copper-plated 


Thermistors have negative temperature coefficient. Device consists o} 
leads. Gray lacquered and color-coded but not insulated. 
Price Each 
Mfg. Part No. Resistance Beta (K) Stock No. 1-24+ 
Through Hole, Radial Leaded 
@ NTCLE100E3478JB0 4.7ohm 2880K 41M1126 0.29 
@ NTCLE100E3339JB0 330hm 3390K 49H6290 0.39 
@ NTCLE100E3102JB0 1kohm 3528K 54K2709 0.18 
@ NTCLE100E3103JB0 10kohm 3977K 50F7750 0.80 
@ NTCLE100E3153JB0 15kohm 3740K 11M2239 0.80 
@ NTCLE100E3223JB0 22kohm 3740K 52K9634 = 
@ NTCLE100E3473JB0 47kohm 4090K 31K8399 0.36 
@ NTCLE100E3683JB0 68kohm 4190K 41M1128 0.35 
@ NTCLE100E3104JB0 100kohm 4190K 56K5512 0.45 
@ NTCLE100E3154JB0 150kohm 4370K 56K5482 0.28 
PIM_16026 
NTC CERAMIC THERMISTORS zy 
VISHAY. 
RoHS 
—————— Gee eimoian 
Available 
Features @ Point Matched or Curve Tracking Thermistors 
© Conformally Coated for Standard PC Board @ Small size 


Mounting or Assembly in Probes @ Wide resistance range 


Price Each 
Mfg. Part No. Resistance Stock No. [19+ 
Through Hole, Wire Leaded, +1% Tolerance, 28AWG Tinned Copper 
@ 02C5000FF 500ohm 41K9374 2.79 
@ 02C1001FF tkohm 41K9369 3.46 
@ 01C3001FF 3kohm 41K9361 2.93 
Through Hole, Wire Leaded, +1% Tolerance, 30AWG Teflon Insulated Nickel 
@ 01T1002FF 10kohm 41K9366 4.32 
@ 04T1003FF 100kohm 41K9381 =e 
Through Hole, Wire Leaded, +5% Tolerance, 28AWG Tinned Copper 
@ 02C1000JF 1000hm 41K9368 0.90 
@ 02C5000JF 5000hm 41K9375 1.88 
@ 01C1001JF 1kohm 46M2586 2.02 
@ 07C5002JF 50kohm 41K9385 =e 
Through Hole, Wire Leaded, +5% Tolerance, 30AWG Tinned Copper 
@ 02M1501JF 1.5kohm 41K9379 2.02 
@ 01M5001JF 5kohm 41K9365 2.15 
@ 01M1002JF 10kohm 46M2587 0.21 
@ 07M1003JF 100kohm 41K9386 = 
@ 08M1003JF 100kohm 46M2589 1.98 
@ 07M2003JF 200kohm 41K9387 oes 
PIM_59575 


THERMILINEAR® NTC THERMISTOR * 
COMPONENTS AND NETWORKS, SERIES 44000 measurement 0 


SPECIALTIES ,e@@@ 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


measurement * 


SPECIALTIES oe 


_ = RoHS _ 
—_ — Compliant 
—= Available 


EPOXY INTERCHANGEABLE NTC 
THERMISTORS, 44000 SERIES 


Specifications @ Time Constant: 10 Sec. Max. in Still Air 
@ Time Constant: 1 Sec. Max. in Oil Bath © Operating Temperature: -80°C to +120°C 
Provide accurate and stable temperature sensing for application of temperature measurement, control, 
indication and compensation. Time constant: 1 sec. max. in oil bath, 10 sec. max. in still air. 
Price Each 
Mfg. Part No. Resistance Beta (K) Stock No. (otoe) 
Through Hole, Wire Leaded 
®@ 11032560-00 1000hm 2873K 70K8736 21.30 
@ 44003ARC 1kohm 3312K 70K8737 — 
@ 11032567-00 2.252kohm 3978K 70K8746 9.81 
@ 11032562-00 2.252kohm 3978K 70K8738 11.06 
®@ 11026329-00 3kohm 3978K 70K8739 20.35 
@ 11026588-00 5kohm 3976K 70K8741 16.60 
®@ 11032563-00 10kohm 3694K 70K8740 14.43 
@ 11032565-00 10kohm 3891K 70K8744 6.35 
@ 11026199-00 10kohm 3978K 70K8745 24.35 
@ 11027286-00 30kohm 3943K 70K8742 15.38 
®@ 11030848-00 100kohm 4144K 70K8743 15.13 
PIM_4207 
MF-PSMF SERIES PTC RESETTABLE FUSES BOURNS’ 


Features: 

® Compact design to save board space - 0805 
footprint 

@ Small size results in very fast time to react to 
fault events 

© Symmetrical design 

© Low profile 


RoHS _ 
Compliant 
Available 


@ RoHS compliant and halogen free 
@ Agency recognition 
Tape Cut 
Mfg. Part No. Imax Itrip lhold Voltage StockNo. | 1-24+ _ 
0805 [2012 Metric] 
@ MF-PSMF010X-2 40A 300mA 100mA 15V 87W5967 0.48 
@ MF-PSMF020X-2 40A 500mA 200mA ov 87W5968 0.10 
@ MF-PSMF035X-2 40A 750mA 350mA 6V 87W5969 0.24 
@ MF-PSMFO50X-2 40A 1A 500mA 6V 87W5970 0.48 
@ MF-PSMFO75X-2 40A 1.5A 750mA 6V 87W5971 0.19 
@ MF-PSMF110X-2 40A 2.2A 141A 6V 87W5972 0.48 
PIM_5465819 
MF-LSMF SERIES PTC RESETTABLE FUSES BOURNS’ 


Features: 

@ High power ratings 

© Compliant with AEC-Q200 Rev-C- Stress 
Test Qualification for Passive Components in 
Automotive Applications 

© Low profile 

© Compatible with Pb and Pb-free solder reflow 


RoHS _ 
Compliant 
Available 


ee profiles 
e © RoHS compliant and halogen free 
Features © Tolerance: +0.2°C; £0.1°C ® Surface mount packaging for automated assembly 
@ High Accuracy, Stable Temperature Sensing ® Configurations: @ Agency recognition ; , 
© Precise Measurements Without Calibration of © Epoxy-Encapsulated © Standard 7555 mm (2920 mils) footprint 
Circuitry to Match Individual Components @ Epoxy-Encapsulated with Teflon Sheath Tape Cut 
Specifications Mfg. Part No. imax | Itri hold | Voltage | StockNo. | 1-24+ 
Each network provides linear R vs. T for the range specified. A Thermilinear component is two or three epoxy EE - P 9 - 
encapsulated thermistors. A network consists of a Thermilinear component and two or three metal film resistors. SMD 
Thermistor accuracy and interchangeability: +0.1°C @ -30 to +100°C. @ MF-LSMF185/33X-2 40A 3.7A 1.85A 33V 87W5965 0.50 
Price per @ MF-LSMF260X-2 20A 5.2A 2.6A 24V 05R7836 0.93 
|__Kit _— “@ MF-LSMF300/24X.2 20A 5.2A 3A 24Vv 5614767 0.39 
Mig. Part No. Stock No. 1-9+ PIM_ 5465820 
Through Hole, Radial Leaded, 0°C to 100°C 
OS0820-00 calla = PTC RESETTABLE FUSE : 
11028347-00 29F218 46.23 bpste SES BOURNS 
Through Hole, Radial Leaded, -30°C to 55°C @ Temp. range: -40°C to +85°C Gee eimoint 
44203 29F220 = © Packaged per EIA 481-1 standard Available 
@ UL recognized, CSA certified, TUV approved © 
Price Each 7 e Al G 
Mfg. Part No. Description Stock No. 1-1-4+ 
11031227-00 Thermilinear Component - Fits Networks 44201 & 44203 29F222 69.32 
PIM_4209 Price Each 
Mfg. Part No. Imax Itrip lhold Voltage Stock No. 1-9+ 
1206 [3216 Metric] 
@ MF-NSMFO012-2 10A 290mA 120mA 30V 89M6030 0.34 
@ MF-NSMF035-2 100A 750mA 350mA 6V 61J7366 0.44 
@ MF-NSMF050-2 100A 1A 500mA 13.2V 02J2730 0.87 
> CONTINUED > 
692 Go online or call for non-compliant or &° ROHS Compliant products. See page 2 


FUSES, RESETTABLE PTCS & GDTS 


RESETTABLE PTCS 
PTC RESETTABLE FUSES (CONT.) MF-RM SERIES PTC RESETTABLE FUSES (CONT.) 
Price Each Features: , @ Bulk packaging, tape and reel available 
Mfg. Part No. Imax Itrip thold Voltage Stock No. ies ; a pean epoxy polymer insulating ; bee ona aia 
1206 [3216 Metric] material meets UL 94-0 requirements 
@ ME-NSMFO75-2 100A | 1.5A | 750mA eV 0202731 0.25 Tape Cut 
@ ME-NSME110-2 100A | 2.28 141A 6V 022732 0.31 Mfg. Part No. Imax Itrip Ihold | Voltage | Stock No. 1.94 
@ MF-NSMF150-2 100A 3A 15A eV 022733 0.20 Radial Leaded 
1812 [4532 Metric] @ MF-RM005/240-2 1A 120mA | 50mA |] 240VAC |  52W9029 0.28 
@ MF-MSMFO10-2 40A | 300mA | 100mA 60V 0202714 0.32 @ MF-RM008/240-2 124 | 190mA | 80mA | 240VAC | 52W9031 0.29 
@ MF-MSMFO14-2 40A | 340mA | 140mA 60V 022715 0.19 @ ME-RM012/240-2 12A | 300mA | 120mA | 240vAC | 52W9033 ae 
@ MF-MSMF020-2 80A | 400mA | 200mA 30V 96M0893 0.20 @ ME-RM016/240-2 2A 370mA | 160mA | 240VAC |  52W9035 =a 
@ MF-MSMF020/60-2 40 | 400mA | 200mA 60V 17M0697 0.21 @ MF-RM025/240-2 3.5A | 560mA | 250mA | 240VAC | 52W9037 0.21 
@ MF-MSMFO30-2 0A | 600mA | 300mA 30V 02J2717 0.20 @ MF-RM040/240-2 5.5A | 900mA | 400mA | 240vAC | 52w9041 = 
@ MF-MSMF050-2 100A 1A 500mA 15V 022718 0.28 @ MF-RM055/240-2 7A 125A | 550mA | 240VAC | 52Ww9043 EE 
@ MF-MSMFO75-2 100A | 145A | 750mA | 13.2V 0202719 0.24 PIM. 200565 
@ MF-MSMFO75/24-2 40A 15A | 750mA 24V 0242720 0.34 _————————————————— SSS Ss crm 
@ ME-MSMF110-2 100A | 2.2A 141A ev 0242721 0.20 ; Fails ° 
@ ME-MSMF110/16-2 100A | 2.2A 141A 16V 0202722 0.15 ce eal G AL Geptinpin BOURNS 
@ MF-MSMF150-2 100A 3A 15A ev 022724 0.20 
@ MF-MSMF200-2 40A 4A 2A BV 022726 0.31 
Radial Leaded 4 
@ MF-RO10 40A | 200mA | 100mA 60V 58K1834 0.58 9 
PIM_135717 | | 
PTC RESETTABLE FUSES BOURNS’ Fig. 1 Fig. 2 Fig. 3 Fig. 4 
RoHS Features: material meets UL 94V-0 requirements 
Gepsimpiat © Radial leaded devices @ UL recognized, CSA certified, TUV approved 
Available © Cured, flame-retardant epoxy polymer insulating 
<p ,’ Al G Price Each 
Mfg. Part No. Imax Itrip lhold Voltage Stock No. 1-9+ 
Radial Leaded 
Fig. 1 Fig.2 - @ MF-RO05-0 40A_ | 100mA | 50mA 60V 60H8335 0.20 
: Taps Oh @ MF-RO10 40A | 200mA | 100mA 60V 58K 1834 0.58 
Mfg. Part No. Imax Itrip lhold Voltage Stock No. 1-9+ OMF-RO10-0-99 | 40A_ | 200mA_ | 100mA_ | OV Ne 
7210 [3225 Metric] @ ME-RO17 40A_ | 340mA | 170mA 60V 0582483 0.35 
@ MF-USMF005-2 0A | 150mA | 50mA 30V 75K7706 0.28 OMF-ROZO | AOA | 400mA_|200mA_ | OV Ke 
@ MF-USMF010-2 470A | 300mA | 100mA 30V 83K0406 0.30 @ MF-RO25 40K. | S00mA, *] 250A, GOV GUKEz64 0.43 
@ MF-USMFO202 TOA 1 400mA} 200mA 30V BBKE712 Gas @ MF-R025-0-99 40A | 500mA | 250mA | 60VDC 617389 = 
SMELISHFOSDS _ aT spon c) 2a DU aKa or @ ME-R030-2 40A | 600mA | 300mA 60V 0582499 0.33 
@ ME-USMFO752 7A 5A | ~750mA BV 43K0399 ae @ MF-RO30 40A_| 600mA | 300mA 60V 58K1836 0.37 
eNEUSURHOS 2A ey THA ey era eT @ MF-R030-0-99 40A | 600mA | 300mA | 60VDC 6107391 0.32 
2018 [5045 Metric] @ MF-R040 40A | 800mA | 400mA 60V 58K1837 0.39 
a REMDFIED2 08 72a, | OSBORA B0v TE PvE @ MF-R040-0-99 40A | 800mA | 400mA | 60VDC 617393 = 
SMD @ MF-RO5O 40A 1A 500mA 60V 58K1838 0.39 
© MF-SMO13/250V-2 3A " 130mA 60v 32K6248 0.52 @ MF-R050-0-99 40A 1A 500mA 60 6147395 = 
@ MF-SM030-2 40d | 600mA | 300mA 60V 55M3399 0.38 eME-ROG gil uh pom ay LUE = 
© MF-SM030-2 740A 1 600mA 1 300mA SOV GIKGIES aoa @ MF-R065-0-99 40A 1.3A 650mA | 60VDC 617397 Es 
@urs0s0> 7A 1A ap0MA 60V REDaTe ae @ MF-RO75 40A 15A 750mA | GOVDC | 58K1839 0.32 
@ MF-SM050-2-99 40A TA 500mA | 60VDC | 6107427 = @MF-RO7S-0-99 | AOA | 15A_ | 750mA_ | 60VDC | ee | 
eR SNOTES BOA 7A | 750A av TERT ae @ MF-RO9O 40A T8A 900mA 60V 59K0236 047 
@ MF-SMO75-2-99 80A 15A | 750mA | 30VDC 617428 = @ MF-R110 40A 2.2A 141A Sov 33M7482 0.39 
@ MF-SM100-2 80A 222A 141A 30V 59K0239 0.22 @ MF-R110-0-99 40A 2.2A 1.1A 30VDC 6137403 = 
@ MF-SM100-2-99 80A 2.20 1A 30VDC 617429 mm @ MF-RX110 40A 2.2A 1.48 60VDC 0582444 0.29 
@ MF-SM100/33-2 40A 2.24 1A 33V 60H8381 024 @ MF-R135 40A 2.7A 1.35 30V 58K1840 _ 
© MF-SM150-2 TO0A 3A 15A TEV anaes aa @ MF-R135-0-99 40A 27A 135A | 30VDC 617406 =m 
eSNG rr 3A 1 5A aay SET aaa @ ME-RX135 40A 27A 135A | 6ovDC | 40P0458 = 
@ MF-SM185/33-2 40a | _3.6A 78A 33V 01H9194 0.59 @ MF-RX135/72-2 bala ath 135A | 72VDC abelian aa 
eir-snio009 TO0A 7A 7A BV TEEDEee aaa @ ME-R160 40A 3.2A 1.6A 30V 58K1841 0.28 
@ MF-SM200-2-99 100A 4A 2A 15VDC 6107434 a @ MF-RX160 40A 3.2A 1.6A 80VDC 05B2454 = 
TTS 100A eA SEA BV me aaa @ ME-R185 40A 3.7A 185A 30V 58K 1842 0.24 
PTT eTTe: To0A 152A OBA BV naRaaaa aes @ MF-R185-0-99 40A 3.7A 185A | 30VDC 6107410 oe 
© MF-SM300-2 700A GA 3A BV aa aa @ MF-RX185 40A 3.7A 185A 60V 05B2459 = 
SMaise @ MF-RX185/72-0 40A 3.7A 185A 72V 6107373 0.35 
@ MF-R250-0-10-99 40A 5A 2.5A 3ovDc |  32K6243 = 
» _@MF-R250-0-10 40A 5A 2.5A 30V 43K0667 ES 
Meee SERIES PTC RESETTABLE Geiiroian BOURNS @ MF-R250 40A 5A 2.5A 30V 59K0237 0.46 
Available @ MF-R250-0-99 40A 5A 25A 30VDC 6107412 = 
Al @ MF-RX250 40A 5A 2.5A 60V 05B2464 =a 
@ ME-RX250/72-0 40A 5A 2.5A 72V 6107375 0.61 
®@ a @ MF-R300 40A 6A 3A 30V 58K 1843 0.51 
| |} L—— =e MF-R300-0-99 40A 6A 3A 30VDC 6107414 = 
| @ MF-RX300 40A 6A 3A 60VDC 05B2469 = 
@ ME-RX375 40A 75A 375A | 60VDC | 0562474 = 
Fig. Fig.2 @ MF-RX375/72-0 40A 7.5A 3.75A 72 617379 0.27 
@ ME-RHT450-0 100A 7.8A 5A Tov 33M7469 0.36 
@ MF-R400-0-99 40A 8A 4A 30VDC 6107416 0.43 
> CONTINUED > > CONTINUED > 
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FUSES, RESETTABLE PTCS & GDTS 
RESETTABLE PTCS 


PTC RESETTABLE FUSES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


POLYFUSE® RESETTABLE PTCs (CONT.) 


Price Each Tape Cut 
Mfg. Part No. Imax Itrip lhold Voltage Stock No. 1-9+ Mfg. Part No. Imax Itrip lhold Voltage Stock No. 1-9+ 
Radial Leaded 1812 [4532 Metric] 
@ MF-R500 40A 10A 5A 30V 16F1791 0.56 @ 1812L014DR 10A 340mA | 140mA 60V 05M2395 0.17 
@ MF-R500-0-99 40A 10A 5A 30V 6107418 0.54 @ 1812L014DR 10A 340mA_ | 140mA 60V 18M4784 0.27 
@ MF-R600 40A 12A 6A 30V 16F1792 0.20 @ 1812L020PR 100A | 400mA | 200mA 30V 18M4785 0.27 
@ MF-RHT650-0 100A 12A 6.5A 16V 33M7472 = @ 1812L035/30DR 40A 750mA | 350mA 30VDC 64R8224 1.91 
@ MF-R700 40A 144 7A 30V 59K0238 0.31 @ 1812L050PR 100A 1A 500mA 15V 05M2397 0.21 
@ MF-R900 40A 18A 9A 30V 58K1846 = @ 1812L050PR 100A 1A 500mA 15V 18M4786 0.27 
@ MF-R1100 100A 22A 11A 16V 60H8377 0.55 @ 1812L050/30PR 100A 1A 500mA 30VDC 64R8225 0.55 
PIM_4162 @ 1812L075/24DR 100A 1.54 750mA 24V 05M2399 0.64 
@ 1812L075/33DR 20A 1.54 750mA 33V 05M2400 0.64 
POLYFUSE® RESETTABLE PTCs . @ 1812L110/16DR 100A 1.954 1.18 16V 05M2402 0.21 
wid Littelfuse @ 18121 110/33MR 20A_| _1.95A 1.18 33V 05M2403 0.58 
Expertise Applied | Answers Delivered @ 1812L110PR 100A 2.20 1.14 6V 05M2401 0.18 
RoHS @ 1812L110PR 100A 2.2A 1.14 6V 18M4788 0.42 
Sern @ 181211502R 100A 3A 15A BV 9486280 0.18 
Al @ 18121150/24MR 20A 3A 1.5A 24V 05M2407 0.35 
e @ 1812L260/12MR 100A 5A 2.6A 12VDC 64R8230 0.34 
@ 1812L300MR 100A 5A 3A 6VDC 64R8232 = 
@ 1812L350SLPR 50A 8.1A 3.54 6VDC 8877690 2.19 
0805L 4206L 2920 [7351 Metric] 
Tape Cut © 2920L030DR 10A 600mA | 300mA 60V 05M2789 0.29 
Mfg. Part No. Imax Itrip lhold Voltage Stock No. 1-24+ @ 2920L030DR 10A 600mA 300mA 60V 18M4789 0.67 
0805 [2012 Metric] @ 2920L050DR 10A 1A 500mA 60V 05M2790 0.23 
@ 0805L010YR 100A | 300mA | 100mA 15V 18M4774 0.90 @ 2920L050DR 10A 1A 500mA 60V 18M4790 0.23 
© 0805L020YR 100A_| 500mA | 200mA ov 05M2226 0.85 @ 2920L075DR 40A 1.54 750mA 30V 05M2791 0.29 
@ 0805L035YR 100A_| 750mA | 350mA 6V 18M4775 1.58 @ 2920L075DR 40A 1.5A 750mA 30V 18M4791 0.10 
@ 0805L050WR 100A 1A 500mA 6v 18M4776 = @ 2920L100PR 40A 2.2A 1.14 33V 05M2792 0.28 
@ 0805L075WR 40A 1.5A 750mA 6V 18M4777 1.76 @ 2920L100PR 40A 2.2A 1.18 33V 18M4792 0.67 
1206 [3216 Metric] @ 2920L125PR 40A 2.5A 1.25A 15VDC 05M2793 0.35 
@ 1206L012WR 100A | 290mA | 125mA 30V 05M2298 0.49 @ 2920L125PR 40A 2.5A 1.25A 15VDC 18M4793 0.40 
@ 1206L016WR 100A | 370mA | 160mA 30V 05M2299 0.16 @ 2920L150DR 40A 3A 1.5A 33V 05M2794 0.23 
@ 1206L025YR 100A | 500mA | 250mA 16V 05M2301 0.49 @ 2920L150DR 40A 3A 1.54 33V 18M4794 0.23 
@ 1206L035YR 100A_| 750mA | 350mA 6V 05M2302 0.18 @ 2920L185DR 40A 3.7A 1.85A 33V 05M2795 0.34 
@ 1206L035/16YR 100A | 750mA | 350mA 16V 01P9665 0.27 @ 2920L185DR 40A 3.7A 1.85A 33V 18M4795 0.54 
@ 1206L050YR 100A 1A 500mA 6v 53M6118 0.49 @ 2920L200DR 40A 4A 2A 15V 05M2796 as 
@ 1206L075THYR 100A 1.5A 750mA 8V 64R8192 0.16 @ 2920L200DR 40A 4A 2A 15V 18M4796 0.28 
@ 1206L075/13.2WR 100A 1.5A 750mA | 13.2VDC 64R8191 0.27 @ 2920L200/24DR 40A 4A 2A 24V 05M2797 0.48 
@ 1206L110THYR 100A 2.20 1.14 8VDC 64R8194 0.27 @ 2920L250DR 40A 5A 2.5A 15V 05M2798 0.34 
@ 1206L175PR 100A 3.54 1.758 6VDC 81R0491 0.24 @ 2920L250DR 40A 5A 2.5A 15V 18M4797 0.25 
@ 1206L200PR 100A 3.54 2A 6VDC 64R8197 0.61 @ 2920L300/15DR 40A 5A 3A 15V 05M2801 0.29 
PIM_202222 Radial Leaded 
@ 250R120U 3A 240mA | 120mA 60VDC 05M2690 ae 
POLYFUSE® RESETTABLE PTCs Rots 7 ° @ 600R150F 3A 300mA | 150mA | G600VDC 05M2975 0.75 
‘Available Littelfuse © 250R180F 10A 650mA | 180mA B0VDC 05M2714 0.85 
Expertise Applied | Answers Delivered PIM_89633 


cA US 


‘TUV Rheinland 


1210L/1812L 2920L 


1210L and 1812 series low-profile, low resistance surface mount fuses have a compact design to save board 
space. Feature fast response to fault currents and are compatible with high temperature solders. 2920L series 
low-profile, high voltage surface mount fuses feature fast response to fault currents. 250R and 600R series 
radial leaded fuses feature fast time-to-trip. 600R series also available in ammo pack. Full reel versions also 
available; go online or call . 


0603 PTC RESETTABLE FUSES 

® Max. fault current: 40A 

@ Max. power dissipation: 500mW 

© Matte-tin solder-plated copper terminals 

@ Temp. range: -40°C to +85°C 

0603L series provides low resistance and fast response to 
fault currents. Sold as tape & reel. 


RoHS < 5 
ocr Wd Littelfuse 


Expertise Applied | Answers Delivered 


cw US 


‘TUV Rheinland 


Tape Cut Tape Cut 

Mfg. Part No. Imax Itrip lhold Voltage Stock No. 1-9+ Mfg. Part No. Imax Itrip lhold Voltage Stock No. 41-24+ 
0805 [2012 Metric] 0603 [1608 Metric] 
@ 0805L010YR 100A | 300mA 100mA 15V 05M2225 1.01 @ 0603L010YR 40A 300mA 100mA 15V 01P9425 = 
1210 [3225 Metric] @ 0603L020YR 40A 500mA 200mA ov 01P9426 0.42 
@ 1210LO05WR 10A 150mA 50mA 30V 05M2311 0.27 @ 0603L035YR 40A 750mA 350mA 6V 01P9428 1.00 
@ 1210L005WR 10A 150mA 50mA 30V 18M4780 0.08 @ 0603L050YR 40A 1A 500mA 6VDC 8817683 0.65 
@ 1210L020WR 10A 400mA | 200mA 30V 05M2313 0.36 PIM. 134604 
@ 1210L050YR 100A 1A 500mA 13.2V 05M2315 0.22 2 
@ 1210L050YR 100A 1A 500mA 13.2V 18M4783 0.23 
@ 1210L07524PR 100A 1.58 750mA 24VDC 8817687 0.34 
@ 1210L175WR 100A 3.54 1.75A 6VDC 64R8200 0.98 
@ 1210L200SLYR 50A 4A 2A 6VDC 64R8202 0.70 
@ 1210L350SL-SYR 50A 7A 3.54 6VDC 64R8203 = 
@ 1210L350SLWR 50A 7A 3.54 6VDC 8817688 0.99 

> CONTINUED > 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


FUSES, RESETTABLE PTCS & GDTS 


RESETTABLE PTCS 


PTC RESETTABLE FUSES - RADIAL Gepeimpiat PTC RESETTABLE FUSES - SURFACE MOUNT (CONT.) 
LEADED eee multicomp Tape Gu 
@ Ten east: fast trip time, lower trip-to-hold ratio A \¥ us sane EartiNo: _ Itrip —_ Voltage StockiNos f2A8 
@ Temp. range: -40°C to +85°C 
© Agency recognition: UL(E211981), C-UL(E211981), TUV @ MC36231 100A 3A 1.5A 12VDC 2179749 ae 
Abe-opn0ane’) A @MC36232 100A 3A 15A 2aVDC 2179750 0.06 
aca @ MC33197 40A 3A 1.5A 33VDC 06R3444 0.09 
@ MC36233 100A 3.2A 1.6A 8VDC 2179751 — 
@ MC36234 100A 3.2A 1.6A 12VDC 2179752 — 
@ MC36235 100A 3.2A 1.6A 16VDC 2179753 am 
Price Each @ MC36238 100A 3.5A 2A 8VDC 2179756 see 
Mfg. Part No. Imax Itrip lhold Voltage Stock No. [4-249 @ MC33198 40A 3.7A 1.858 33VDC 06R3445 =a 
Radial Leaded @ MC36237 100A 4.9A 1.9A 6VDC 2179755 as 
"emc3e245.  +| +4OA | + +%13A +| 750mA | ‘evDC | 2179703 | 1 @ MC36244 100A 5A 2.6A 6VDC 2179762 0.21 
@ MC36246 40A 1.8A 900mA 30VDC 2179764 ar @ MC36242 100A 5A 2.6A 13.2VDC 2179760 0.28 
@ MC36248 40A OA 1.24 46VDC 2119766 0.03 @ MC36243 100A 5A 2.6A 16VDC 2179761 0.04 
@ MC36247 40A 2.2A 1.4A 30VDC 2179765 0.06 PIM_147244 
@ MC36249 40A 2.7A 1.35A 30VDC 2179767 = 
@ MC36250 40A 2.7A 1.55A 16VDC 2179768 0.07 RAYCHEM/POLYSWITCH SURFACE MOUNT PTC 
@ MC36251 40A 3.2A 1.6A 30VDC 2179769 = RESETTABLE FUSES = TE 
@ MC36252 40A 3.7A 1.85A 30VDC 2179770 = coectrey 
@ MC36253 40A 5A 2.5A 30VDC 2179771 0.31 AUTHORIZED DISTRIBUTOR 


PIM_192416 


RoHS 

Compliant 

Available 
WE 


PTC RESETTABLE FUSES - SURFACE S92, @ 
MOUNT woe MUltiComp 


Top View 
Features: © Not designed for wave soldering to circuit boards 
@ SMD size 7255 (mm), 2920 (mils) © Meet MIL-T-10727B specifications 
© Typical activation temperature: 125°C @ UL recognized, CSA certified, TUV approved 
@ Thermal derating: medium @ Also available on tape and reel, go online or call 
Tape & 
@ Temp. range: -40°C to +85°C Reel 
Tape Cut Mfg. Part No. Imax Itrip lhold Voltage Stock No. 1-1999+ 
Mfg. Part No. Imax Itrip lhold Voltage StockNo. | 1-249 _ 2048 [5050 Metric] 
0805 [2012 Metric’ @ SMD030F-2018-2 20A 800mA 300mA 60VDC 7674571 0.32 
@ MC36206 100A 500mA 200mA 9VDC 2179724 a 2920 [7351 Metric] 
@ MC36210 100A 750mA 350mA 6VDC 2179728 0.03 @ SMD100F-2 40A 2.2A 1.18 30Vv 69K8048 0.47 
@ MC36213 400A 1A 500mA 6vDC 2179731 0.05 @ SMD100F-2 40A 2.24 141A 30V 99H2395 0.23 
@ MC36215 40A 1.54 750mA 6VDC 2179733 = @ SMD260F-2 40A 5.2A 2.6A 6V 69K8059 = 
@ MC36220 40A 1.954 1A 6VDC 2179738 a @ SMD300F-2 40A 6A 3A 6VDC 69K8060 0.40 
1206 [3216 Metric] @ SMD300F-2 40A 6A 3A 6VDC 99H2407 0.35 
@ MC36207 10A 400mA 200mA 30VDC 2179725 = @ SMD300F/15-2 40A 6A 3A 15VDC 7614572 0.30 
@ Mc36211 40A 750mA | 350mA 16VDC 2179729 0.18 3425 
@ MC36216 100A 1.5A 750mA 6VDC 2179734 0.02 @ SMD185F-2 40A 3.6A 1.85A 33V 69K8055 0.67 
@ MC36221 100A 1.8A 1A 6VDC 2179739 = @ SMD185F-2 40A 3.6A 1.85A 33V 99H2402 0.29 
@ MC36222 100A 2.20 141A 6VDC 2179740 = SMD 
1210 [3225 Metric] @ SMD030F-2 10A 600mA 300mA 60V 69K8044 0.40 
@ MC36203 10A 150mA 50mA 60VDC 2179721 = @ SMD030F-2 10A 600mA 300mA 60V 99H2390 0.20 
@ MC36205 10A 250mA 100mA 60VDC 2179723 = @ SMDO50F-2 110A 1A 500mA 60V 69K8045 0.32 
@ MC36208 10A 400mA 200mA 30VDC 2179726 nee @ SMDO50F-2 10A 1A 500mA 60V 99H2392 0.23 
@ Mc36212 40A 700mA 350mA 16VDC 2179730 aa @ SMDO75F-2 40A 1.5A 750mA 30V 69K8046 0.50 
@ MC36214 40A 1A 500mA 16VDC 2479732 an @ SMDO75F-2 40A 1.5A 750mA 30V 99H2394 0.23 
@ MC36217 40A 1.5A 750mA 8VDC 2179735 = @ SMD125F-2 40A 2.5A 1.25A 15V 69K8051 0.30 
@ MC36223 100A 2.2A 141A 6VDC 2179741 a @ SMD125F-2 40A 2.5A 1.254 15V 99H2398 0.26 
@ MC36230 100A 3A 1.54 6VDC 2179748 = @ SMD150F-2 40A 3A 1.54 15V 69K8052 0.09 
@ MC36236 100A 4A 1.75A 6VDC 2179754 aa @ SMD150F-2 40A 3A 1.5A 15V 99H2399 0.25 
@ MC36239 100A 4A 2A 6VDC 2179757 = @ SMD250F-2 40A 5A 2.5A 15V 69K8058 0.35 
2920 [7351 Metric] @ SMD250F-2 40A 5A 2.5A 15V 99H2405 0.23 
@ MC36227 40A 2.54 1.254 33VDC 2179745 aa PIM_9389 
@ MC36240 40A 4A 2A 16VDC 2179758 = 
@ MC36241 40A 5A 2.5A 16VDC 2179759 = RAYCHEM/POLYSWITCH Al RoHS 
ae Compliant == 
SMD miniSMD™ SURFACE MOUNT G Sere = TE 
@ MC36204 10A 300mA 100mA 6B0VDC 2179722 0.10 DEVICES PTC RESETTABLE seer 
@ MC33187 10A 300mA 140mA 60VDC 06R3434 0.02 FUSES Siiranisen BiStaiBUTOR 
@ MC33189 10A 600mA 300mA 60VDC 06R3436 0.08 7 Bd 7 > is p i — 
@ MC36209 40A 700mA 350mA 16VDC 2179727 = 2 | 
@ MC33190 40A 1A 500mA 16VDC 06R3437 = ; { Oe ges c 
@ MC33193 40A 15A 750mA | 16VDC 06R3440 0.02 Marking { (C C 
@ MC36218 40A 1.5A 750mA 24VDC 2179736 0.06 Ht 
@ MC36219 40A 1.5A 750mA 33VDC 2119737 0.21 /-}-—A—| BAH 
@ MC36224 100A 1.950 141A 16VDC 2179742 = Top View Side View 
@ MC36225 100A 2.2A 141A 24VDC 2179743 0.09 © Dimensions (C x D x E): 3.41 x 0.95 x 0.2 mm 
© MC36226 100A 2.5A 1.25A 8VDC 2179744 _ The miniSMD™ devices’ small size make them excellent choices for computers and peripherals, disk drives, 
@ MC36228 100A 3A 1.54 8VDC 2179746 ae adapter cards, DC-to-DC converters, portable electronics and phones, and other high-density electronics. 
Available on full reels; go online or call. UL recognized, CSA certified, TUV approved. 
> CONTINUED > > CONTINUED > 
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FUSES, RESETTABLE PTCS & GDTS 
RESETTABLE PTCS 


RAYCHEM/POLYSWITCH miniSMD™ SURFACE MOUNT DEVICES PTC 


@ Indicates RoHS Compliant A] Find Datasheets Online 


RAYCHEM/POLYSWITCH PTC RESETTABLE STRAP FUSES (CONT.) 


RESETTABLE FUSES (CONT.) STEER 
Tape & Mfg. Part No. Imax Itrip lhold Voltage StockNo. |  1-9+ 
|__Reel_ Strap 
Mfg. Part No. Imax Itrip lhold Voltage | Stock No. 1-1999+ @ SRP175F 100A 3.8A 175A 15VDC 99H2613 072 
1612 [4532 Metric] @ SRP200F 100A 44A 2A 30VDC 99H2614 om 
@ MINISMDC014F-2 10A 280mA 140mA 60V 69K8005 0.22 PIM 9387 
@ MINISMDC014F-2 10A 280mA 140mA 60V 98H4534 0.15 
@ MINISMDC020F-2 10A 400mA 200mA 30V 04H6741 0.17 
@ MINISMDCO20F-2 TOA 400mA 1 200mA a0V e9Ke006 ae RAYCHEM/POLYSWITCH LINE VOLTAGE PTCS = 
@ MINISMDCOSOF-2 qooa [1A | 500mA | 24v_ | oaHe744 | 17 — TE 
@ MINISMDCO50F-2 100A 1A 500mA 24V 69K8007 0.39 
@ MINISMDC110F-2 100A 2.20 11A 8V 69K8010 0.26 eee case 
@ MINISMDC110F-2 100A 2.2A 1.1 BV 98H4540 0.13 Gee tinsiat 
@ MINISMDC150F-2 100A 3A 1.5A 6V 04H6749 0.20 ° 
@ MINISMDC150F-2 100A 3A 1.5A 6V 69K8016 0.16 = W G 
@ MINISMDC160F-2 100A 3.2A 1.6A ov 69K8019 = 
@ MINISMDC200F-2 100A 4A 2A 8V 04H6752 0.22 
@ MINISMDC200F-2 100A 4A 2A 8V 69K8020 0.19 
@ MINISMDC260F/13.2-2 100A 5A 2.6A | 13.2VDC | 02M9769 0.34 Fig. 2 Fig. 1 
SMD Features: ; @ Fasi time-to-trip 
© Current ratings from 50mA to 2A @ Low resistance 
@ MINISMDC075F-2 1.5A 750mA 13.2V 69K8008 0.39 © Operating voltage: 240VAC 
@ MINISMDCO75F-2 1.5A 750mA 13.2V 98H4537 = PricelEach 
PIM_9390 Mfg. Part No. Imax Itrip lhold Voltage StockNo. [|  1-9+ 
Radial Leaded 
RAYCHEM/POLYSWITCH @ LVROOSNS 1A 120mA 50mA 240VAC 08N1946 0.68 
SURFACE MOUNT PTC @ LVROOSNK 1A 120mA 50mA 240VAC 26M0483 0.67 
RESETTABLE FUSES @ LVROO8NS 1.2A 190mA 80mA 240VAC 45P7788 0.39 
@ LVRO12S 20A 300mA 120mA 240VAC 04H7523 0.27 
5 @ LVRO16S 20A 370mA 160mA 240VAC 04H7526 ea 
\ @ LVRO25S 20A 560mA 250mA 240VAC 04H7529 0.80 
@ LVRO25K 3.5A 560mA 250mA 240VAC 26M0487 0.80 
@ LVRO40S 20A 900mA 400mA 240VAC 04H7532 0.87 
Features: e eae eke ee allow use in new eEvRoSSs us tah aus eaNNG eoikes20 126 
© Smaller size saves board space and cost applications @ LVRO75S T5A 1.58 750mA 240VAC 02M9711 0.31 
@ Dimensions (Ax C x D): 3.00 x 1.80 x 0.75 mm © ULlisted, CSA certified, TUV approved @ LVR100S 10A 2A 1A 240VAC 02M9712 = 
Tape & @ LVR125S 12.5A 2.5A 1.25A 240VAC 02M9713 = 
Reel 
Mfg. Part No. Imax | Itrip hold | Voltage | StockNo. | 4-24 Peep? 
1206 [3216 Metric] 
@ NANOSMDCO12F-2 10A | 390mA | 120mA | 48VDC | 79R2482 0.24 RAYCHEM/POLYSWITCH THRU- G Al Sepia = 
@ NANOSMDCO2OF-2 400A | 420mA | 200mA | 2aV 69K8024 0.24 HOLE PTC RESETTABLE FUSES a == | 
@ NANOSMDCO20F-2 100A | 420mA | 200mA 24v 98H4550 me ei 
@ NANOSMDC016F-2 10A 450mA 160mA 48VDC 7674555 0.47 ATHORIZED DISTRIBUTOR: 
@ NANOSMDCO035F-2 20A 750mA 350mA 16V 40K7884 0.16 
@ NANOSMDCO035F-2 20A 750mA 350mA 16V 69K8025 0.16 
@ NANOSMDCO075F-2 100A 1.5A 750mA 6V 04H6771 0.16 > ¢ 
@ NANOSMDCO075F-2 100A 1.5A 750mA 6V 69K8027 0.33 
@ NANOSMDC110F-2 100A 2.2A 1.4A 6V 04H6772 ae 
@ NANOSMDC110F-2 100A 2.2A 1.1A 6V 69K8028 0.28 Fig. 1 Fig.2 Fig. 3 Fig. 4 
@ NANOSMDC150F-2 100A 3A 1.5A ev 69K8029 0.47 Fast time to trip. Current = 40A max. Typical activation temperature: 125°C. Thermal derating: medium. 
@ NANOSMDC150F-2 100A 3A 1.5A 6V 98H4553 0.18 Resettable overcurrent circuit protection up to 60V @ 40A or 600V @ 3A. PolySwitch™ resettable fuses are low 
PIM. 72722 in resistance and are available in through-hole and Surface mount configurations. Solid-state construction. UL 
a recognized, CSA certified, TUV approved. Sold individually. Tape & reel also available; go online or call. Most 
popular values listed, additional values available; go online or call. 
RAYCHEM/POLYSWITCH PTC RESETTABLE STRAP FUSES = Price Each 
= TE Mfg. Part No. Imax Itrip Ihold Voltage Stock No. 1-9+ 
cosseceny: Radial Leaded 
AUTHORIZED DISTRIBUTOR @ RXEFO05 40A 100mA 50mA 60V 04H8104 0.43 
RoHS _ @ RXEFO10 40A 200mA 100mA 60V 04H8106 0.23 
ANZ SeBiorpian @ RXEFOI7 40d | 340mA | 170mA 60V 0418108 0.41 
Ne “4 @ RXEFO20 40A 400mA 200mA T2V 04H8110 0.23 
\ G @ RXEF025 40A 500mA 250mA 72V 04H8112 0.42 
= TF awe oy 0% a @ RXEFO30 40A 600mA 300mA 72 04H8114 0.24 
Fig. 1 @ RXEF040 40A 800mA 400mA T2V 04H8116 0.26 
—_____ ad ~< A | >(C|+ @ RXEF050 40A 1A 500mA 72V 04H8118 0.24 
A | @ RXEFO65 40A 1.3A 650mA 72V 04H8120 0.49 
B @ RXEFO75 40A 1.5A 750mA 72V 04H8122 0.50 
{ B @ RXEFO90 40A 1.8A 900mA 7T2V 99H1959 0.29 
| @ RXEF110 40A 2.2A 1.4A 72V 04H8124 0.28 
C1 aE @ RXEF135 40A 27A 135A 72 0418126 0.54 
Top View Side View ; @ RXEF160 40A 3.2A 1.6A 7T2V 04H8128 0.59 
Fig. 1 @ RXEF185 40A 3.7A 1.85A 72V 04H8130 0.62 
@ For use in rechargeable battery packs @ Thermal derating: medium @ RXEF250 40A 5A 25h IN 04H8132 0.42 
oe 5 Hered, CAcetied TW aout» “enxerawm [aa [eA A [ev [omer 
@ RXEF375 40A 7.5A 3.75A 72V 04H8136 0.62 
> CONTINUED > > CONTINUED > 
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RAYCHEM/POLYSWITCH THRU-HOLE PTC RESETTABLE FUSES (CONT.) 


FUSES, RESETTABLE PTCS & GDTS 


RESETTABLE PTCS 


RAYCHEM/POLYSWITCH THRU-HOLE PTC RESETTABLE FUSES (CONT.) 


Price Each 
Mfg. Part No. Imax Itrip lhold Voltage Stock No. 1-9+ 

Radial Leaded, Tape & Reel Packaging 

@ RXEFO10-2 40A 200mA 100mA 60VDC 04H8107 0.19 
@ RXEFO10-2 40A 200mA 100mA 60VDC 7614562 0.16 
@ RXEFO17-2 40A 340mA 170mA 60VDC 04H8109 0.19 
@ RXEFO17-2 40A 340mA 170mA 60VDC 7674563 0.20 
@ RXEF020-2 40A 400mA 200mA 72VDC 7674564 0.46 
@ RXEF030-2 40A 600mA 300mA 72VDC 7674565 0.17 
@ RXEF040-2 40A 800mA 400mA 72VDC 7614566 0.28 
@ RXEFO65-2 40A 1.3A 650mA 72VDC 7614567 0.53 
@ RXEFO75-2 40A 1.5A 750mA 72VDC 7614568 0.54 
@ RXEFO90-2 40A 1.8A 900mA 72VDC 7614569 0.57 
@ RXEFO90-2 40A 1.8A 900mA 72VDC 99H1960 0.23 
@ RXEF110K-2 40A 2.2A 1.1A 72VDC 03M0963 0.20 
@ RXEF110-2 40A 2.2A 1.1A 72VDC 7674570 0.31 

PIM_9371 


RAYCHEM/POLYSWITCH THRU-HOLE PTC RESETTABLE 
FUSES 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


ke A >|_ 


Tape & 
Reel 
Mfg. Part No. Imax Itrip lhold Voltage Stock No. | 1-14999+ _ 
Radial Leaded 
@ RUEFO90 100A 1.8A 900mA 30V 04H7985 0.25 
@ RUEFO90-2 100A 1.8A 900mA 30VDC 7614558 0.18 
@ RUEF110S 100A 2.2A 1.1A 30VDC 03M0925 0.14 
@ RUEF110 100A 2.2A 1.1A 30V 04H7987 0.47 
@ RUEF135 100A 2.7A 1.35A 30V 04H7989 0.27 
@ RUEF160 100A 3.2A 1.6A 30V 04H7991 0.27 
@ RUEF185 100A 3.7A 1.85A 30V 04H7993 0.28 
@ RGEF250-2 100A 4.7A 2.5A 16V 04H7806 = 
@ RUEF250U-2 100A 5A 2.5A 30VDC 03M0931 0.20 
@ RUEF250 100A 5A 2.5A 30V 04H7995 0.52 
@ RUEF250-2 100A 5A 2.5A 30VDC 76T4559 0.20 
@ RUEF300U 100A 6A 3A 30VDC 03M0934 0.29 
@ RUEF300 100A 6A 3A 30V 04H7997 0.31 
@ RUEF300K-2 100A 6A 3A 30VDC 7614560 0.27 
@ RUEF400 100A 8A 4A 30V 04H7999 0.68 
@ RUEF400-2 100A 8A 4A 30VDC 7614561 0.39 
@ RUEF500 100A 10A 5A 30V 04H8001 0.83 
@ RUEF600 100A 12A 6A 30V 04H8003 0.85 
@ RUEF700 100A 14A 7A 30V 04H8005 0.93 
@ RUEF800 100A 16A 8A 30V 04H8007 0.96 
@ RUEF900 100A 18A 9A 30V 04H8009 4.14 
PIM_16637 


RAYCHEM/POLYSWITCH RADIAL-LEADED PTC 
RESETTABLE FUSES 
feet ioc 


Sits 


connectivity 


Features: 


@ 16V high temperature 


AUTHORIZED DISTRIBUTOR 


Marking WG 
7, 
l+-C+| 

© Can be used in a wide variety of automotive, up to 14A 


computer, and general electronics applications 
@ High-current carrying capability (up to 11 amps) in 


© Operating voltage: 16V 
© Typical activation temperature: 125°C 


a small package with fast trip times © Thermal derating medium 
© Current rating: 100A max.; use for hold currents 
Suffix -2 indicates tape & reel packaging. 
Price Each 
Mfg. Part No. Imax Itrip lhold Voltage StockNo. | 1-9* _ 

Radial Leaded 

@ RGEF250 a 4.7A 2.5A 16V 04H7805 0.21 
@ RGEF250-2 100A 4.7A 2.5A 16V 04H7806 ae 
@ RGEF300 100A 5.1A 3A 16V 04H7807 0.09 
@ RGEF300-2 100A 5.1A 3A 16V 04H7808 0.27 
@ RGEF300-2 100A 5.1A 3A 16V 7614556 0.22 
@ RGEF400 100A 6.8A 4A 16V 04H7809 0.10 
@ RGEF500 100A 8.5A 5A 16V 04H7811 es 
@ RGEF500-2 100A 8.5A 5A 16V 7614557 ae 
@ RGEF700 100A 11.9A 7A 16V 04H7815 0.40 
@ RGEF800 100A 13.6A 8A 16V 04H7817 0.46 
@ RGEF1000 100A 17A 10A 16V 04H7797 0.66 
@ RGEF1100 100A 18.7A 11A 16V 04H7799 1.06 
@ RGEF1200 si 20.4A 12A 16V 04H7801 ae 
@ RGEF1400 100A 23.8A 14A 16V 04H7803 1.33 

PIM_16629 


RAYCHEM/POLYSWITCH THRU-HOLE PTC RESETTABLE 


FUSES 


Features: 

© Provide a smaller form factor with lower resistance 
and higher hold current capability (up to 9 amps) 

© Current rating: 40A max. 

© Operating voltage: 30V 


Suffix K indicates standard kinked lead and suffix -2 


=e 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
| A | Compliant 
| Available 


|+c—| 


© Typical activation temperature: 125°C 

© Thermal derating: medium . 

@ UL recognized, CSA certified, TUV approved 
@ Also available on tape & reel; go online or call 


indicates tape & reel packaging. 


> CONTINUED > 


1.800.463.9275 © newark.com 


@ Flatter thermal derating and operating temperature up . 
to 125°C Marking 
© Typical activation temperature: 125°C B 


@ Thermal derating: medium ~ 


RoHS — 
Compliant 
Available 


© UL recognized, CSA certified, TUV approved 
Available on tape & reel, go online or call. 


C+ 
Price Each 
Mfg. Part No. Imax Itrip Ihold Voltage StockNo. | 1-94 

Radial Leaded 

@ RHEF050 40A 900mA 500mA 30V 40K8288 0.32 
@ RHEFO70 40A 14A 700mA 30VDC 04H7866 we 

@ RHEF400 100A 7.5A 4A 16VDC 04H7874 Er 

@ RHEF450 100A 7.8A 45A 16VDC 04H7876 0.28 
@ RHEF600 100A 10.8A 6A 16VDC 04H7878 0.52 
@ RHEF1000 100A 18.54 10A 16VDC 04H7868 = 

@ RHEF1500 100A 28A 15A 16VDC 04H7872 175 
PIM_72719 


RAYCHEM/POLYSWITCH RADIAL-LEADED PTC 
RESETTABLE FUSES 


=TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
= Gepiinpian 
Available 
© 
WG 


>| Cc 


Fig. 1 


© Current: 3A max. 
@ Resettable overcurrent protection 
© Fast time-to-trip speed (-T suffix) 


© Low parasitic capacitance/flat impedance with 
frequency 
e -U suffix indicates uncoated 


Price Each 

Mfg. Part No. Imax Itrip lhold Voltage StockNo. | 19+ _ 
Radial Leaded 
@ TRF250-080T 3A 160mA 80mA 60VDC 03M1128 = 
@ TRF250-080U 3A 160mA 80mA 60V 03M1129 0.75 
@ TRF250-110U 3A 220mA 110mA 60VDC 03M1131 = 
@ TRF250-120T 3A 240mA 120mA 60VDC 03M1134 0.84 

> CONTINUED > 
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FUSES, RESETTABLE PTCS & GDTS 


RESETTABLE PTCS 


RAYCHEM/POLYSWITCH RADIAL-LEADED PTC RESETTABLE FUSES 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


EYP SERIES THERMAL CUTOFFS (TCO) / THERMAL-LINKS (CONT.) 


(CONT.) Functioning Holding Price Each 
Price Each Mfg. Part No. Temperature Temperature Current Stock No. 1-9+ 
Mfg. Part No. Imax Itrip lhold Voltage Stock No. 1-9+ Axial Leaded 
Radial Leaded @ EYP-2BN082 86°C 60°C 2A 90R8624 = 
@ TRF250-120U 3A 240mA 120mA 60VDC. 03M1143 0.47 @ EYP-2BN109 114°C 90°C 2A 90R8626 = 
@ TRF250-120 3A 240mA 120mA 60V 86K0364 = PIM_209145 
@ TRF250-145T 3A 290mA 145mA 60VDC. 03M1149 ess 
@ TRF250-145U 3A 290mA 145mA 60VDC 03M1151 — MICROTEMP® THERMAL FUSES 
@ TRF600-150 3A 300mA 150mA 250V 40K9784 0.38 TH E FR M Oo DISC 
~ 3A 320mA 160mA 250V 03M1156 TESA) 
@ TRF600-160 m m 0.66 nena Compliant 
@ TRF600-150-RB 3A 260A 130mA 250VDC 40K9786 0.18 Available 
Radial Leaded, Tape & Reel Packaging Nonresettable axial fuses are designed to provide upper-limit temperature protection on all industrial appliances. 
@ TRF250-120-2 3A 240mA 420mA 60VDC 03M1133 ts oo. Unie ia late isles Hi ba a Hole pele ca Ha tints 
lemperature. Fuse is not resettable and should be replaced after opening. Rating: . Breakdown 
@ TRF250-1207-2 3A | 240mA_ | 120mA_| _B0vDC OsMaIeZ = voltage when open: 1200VAC. Body length: 0.58" (14.7). Body diameter: 0.16" (4.0). Lead diameter: 0.04” 
@ TRF250-145-2 3A 290mA 145mA 60VDC. 7674573 - (1.0). 
PIM_94490 Functioning Holding Price Each 
Mfg. Part No. Temperature Temperature Current Stock No. 1-99+ 
THERMAL CUT-OFFS : aie 
@ G4A01104C 104°C 89°C 10A 6706642 1.51 
ELECTRONICS, INC. @ G4A01110C 110°C 95°C 10A 24C4997 1.48 
@® (q @ G4A01117C 117°C 102°C 10A 6706643 1.48 
@ G4A01128C 128°C 113°C 10A 67C6644 1.48 
@ G4A01144C 144°C 129°C 10A 2709988 eoa 
@ G4A01152C 152°C 137°C 10A 6706645 1.48 
@ G4A01167C 167°C 152°C 10A O9WX6683 0.63 
@ G4A01192C 192°C 177°C 10A 67C6646 1.51 
Features: ® 18-Gauge Solid Copper Wire @CHANIZIEC 280 ze us EES 1.51 
© Maximum Current Rating: 154 © Full 1-1/3” Leads to Fit All Replacement Configurati @ G4A01240C 240°C 200°C 10A 3005836 1.48 
© Typical Opening Temperature Tolerance: +0°C, ons Ferrule 
-4°C 2 2 
@ G4A01072C 72°C 57°C 10A O9WX6679 1.48 
Each device comes packaged with 2 crimp splices for solderless connection (poly-bag or carton pack orders = > 
only). Mfg. part no. NTE8182 is UL listed file no. E117626; all other part nos. UL listed file no. £49429 and _@ G4A01084C 84°C 69°C 10A O9WX6680 1.54 
CSA certified file no. LR43279. @ G4A01098C 98°C 83°C. 10A O9WX6681 1.51 
Functioning Holding Price Each @ G4AN1I21C 121°C 106°C 10A O9WX6682 1.48 
Mfg. Part No. Temperature Temperature Current Stock No. 1-49+ @ G4A01184C 184°C 169°C 10A O9WX6684 0.29 
Axial Leaded @ G4A01229C 229°C 200°C 10A 46WX2026 1.51 
@ NTE8070 72°C 50°C 15A 06M7498 aS PIM_40873 
@ NTE8076 77°C 7 15A 2904795 ae 
@ NTE6081 Mie 60°C 15a_| o6M7499 = SURFACE MOUNT TIME-DELAY BRICK™ FUSES 
@ NTE8085 87°C 15A 305661 =_ © Overcurrent protection of systems up to 125VAC/60VDC B ussmann 
@ NTE8090 93°C a 15A 06M7500 = e Als ed pablaiedey al by E:TeN 
: 5 © Interrupting curren’ 3 6 a 
@ NTE8096 98°C 76°C 15A 55R1324 = © Wave solder immersion: 260°C, 10 sec. max. ah rea Gee tinaian 
@ NTE8098 100°C ia 15A 51M8916 — © Solder reflow: 260°C, 30 sec. max. 7R ‘ Available 
@ NTE8103 104°C 80°C 15A 2904797 aS Se ssl ey 4 
el ae jie [es 
@ NTE8108 109°C. 88°C 15A 2904798 aS . 4 1 : : W ) 
@ NTE8115 117°C se 15A 29C4799 = ais orca Tape Cut 
2 2 reaking ating 
@ NTES118 ARS 9a°C ‘5A CoM! = Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
@ NTE8125 128°C. 106°C 15A 06M7502 = SMD. Slow Blow 
@ NTE8139 14U'C NES 194. GMS 03 = @ TR1/61251D750-R 750mA 50A 125VAC 19K7408 0.96 
@ NTE8149 152°C 128°C 15A 06M7504 es SMD, Time Delay 
@ NTE8167 HoFG Cicke tis arias os @ TR1/6125TD500-R 500mA 50A 125VAC 19K7406 = 
@ NTE6181 baie 160° 415A WeH7S08 = @ TR1/6125TD1-R 1A 50A 125VAC 19K7399 1.89 
@ NTE8182 192°C 162°C 15A OomistT = @ TR1/6125TD2-R 2A 50A T25VAC 56P2726 1.75 
@ NTE8213 a ee oe eens a @ TR1/6125TD3-R 3A 50A 125VAC 56P2728 1.18 
@ NTE6226 eae * Aah GELEoE = @ TR1/61251D5-R 5A 50A 125VAC 56P2731 0.84 
@ NTEB242 at ae {5A pos = @ TR1/61251D7-R 7A 50A 125VAC 56P2732 1.12 
PIM_70314 PIM_142200 
EE SERIES THERMAL CULOFES ICQ)? IC SURFACE MOUNT TIME-DELAY CHIP FUSES 
THERMAL-LINKS Panasonic Sie Bussmann 
——— e @ Protects against overcurrents in secondary applications b Te 
A \Y US © High inrush withstand capability y E-T-M Rous 
© Wire-in-air performance . - + 4 Gop tinaian 
G © Voltage (VAC/VDC): 63 V (= 1A); 32 V (= 1A) q 1 ? i { Available 
Features: © UL recognized, CSA certified, VDE, BEAB, CCC, @ Interrupting current: SOA (= 1); 35A (= 1A) Ee TAL 
© Compact and insulated JET approved @ Wave solder immersion: 260°C, 10 sec. max. oe aay ee c US 
© Quick temperature response Applications: © Solder reflow: 260°C, 30 sec. max. SMD 
@ Mountable in a small space without insulation or © Transformers, solenoids, ICs as 
protection @ Ventilation fans, electric fans Voltage Tape Cut 
@ High reliability — opens reliably when the equip- @ Small electric motors Breaking Rating | 
ment becomes abnormal, and is not resettable @ Driers, gas home appliances, heating devices Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
© Solid structure — unique formed lead provides @ Fluorescent lights 1206, Time Del 
reliable TCO connection and provides easy e Adapters, bBatteries , lime Delay 
assembly handling © For overheating protection @ TR/3216TD1-R 1A 50A 63VAC 56P2710 = 
@ TR/3216TD2-R 2A 35A 32VAC 56P2714 sey 
@ TR/3216TD6.3-R 6.3A 35A 32VAC 56P2720 0.85 
@ TR/3216TD7-R 7A 35A 32VAC 56P2721 0.85 
@ TR/3216TD8-R 8A 35A 32VAC 56P2723 0.87 
> CONTINUED > > CONTINUED > 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


FUSES, RESETTABLE PTCS & GDTS 


RFACE MOUNT FUSES 


SURFACE MOUNT TIME-DELAY CHIP FUSES (CONT.) SLIMLINE VERY FAST-ACTING THIN-FILM FUSES wid Li e 
ittelfuse 


Voltage Tape Cut 
Breaking Rating Expertise Applied | Answers Delivered 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ RoHS 
; Compliant 
1206, Time Delay n an Gesinpian 
@ TR/3216TD10-R 10A 35A 32VAC 56P2712 2.33 al ces) es 
@ TRI3216TD12-R 12A 35A 32VAC 56P2713 1.34 eo SMD 
PIM_142198 ee can 
FAST-ACTING CHIP™ FUSES 
+. B u Ss m a n n EIA size 0402 SlimLine fuses are the smallest available and ideal for space sensitive applications. Interrupting 
| by E “TeN ratings: 35A@32VDC. Body material: epoxy substrate; terminations: copper/nickel/tin-lead, cover coat: 
x { = conformal coating. Soldering parameters: reflow solder — 260°C, 30 seconds maximum. Operating 
: , RoHS temperature: -55°C to 90°C. 
ws Geesinpian 
Available Breaking Tape Cut 
j AY G Mfg. Part No. Current Capacity Stock No. 1-24+ 
0402, Very Fast Acting 
Features: ; ; e Solder-free design provides excellent temperature © 0435.500KR 500mA 35A 3005437 0.62 
© Rapid interruption of excessive current cycling characteristics 
© Compatible with reflow and wave solder © Heat and shock tolerant @ 0435002.KR 2A 35A 30€5431 0.17 
@ Excellent environmental integrity © Interrupting rating: 50A (= 7A), 150A (= 10A) PIM. 72166 


@ Ampere rating marked and oriented facing up @ Wave immersion: 260°C, 10 seconds max. 


in carrier @ Infrared reflow: 260°C, 30 seconds max. 
Thermal shock: MIL-STD-202, Method 107. Vibration: MIL-STD-202, Method 204. Moisture resistance: MIL- NANO2® 485 SERIES SURFACE MOUNT FUSES ‘. < 
STD-202, Method 106. Solderability: ANSI/J-STD-002, Test B. UL recognized, CSA certified. Tape & reel qty: yr Littelfuse 
3000. wy 
“24, > Expertise Applied | Answers Delivered 
Voltage Tape & His 
Breaking | Rating Tape Cut Reel - J Gee eimpiat 
Mfg. Part No. Current | Capacity | VAC | Stock No. 1-9+ Stock No. 1-9+ = Available 
1206, Fast Acting aa) A] € @ 
@ TR/3216FF750-R | 750mA 50A 32VAC | 19K7760 0.76 | 33K8286 0.43 4 
@ TR/3216FF1-R 1A 50A 32VAC | 19K7749 0.93 | 33K8275 0.55 
@ TR/3216FF1.5-R 1.54 50A 32VAC | 19K7748 0.51 33K8274 0.43 « : 
@ TR/3216FF2R 2A 50A 32VAC | 95J9753 0.88 | 33K8277 0.60 / 
@ TR/3216FF2.5-R 2.5A 50A 32VAC | 19K7750 1.79 | 33K8276 0.43 7 
7 @ Fast Acting / Surface mount high fuse for high free assembly 
® TRSZIGEESR 3A BOA S2VAC RISKS 1.20 SoKe279 0:55 voltage (up to 600VDC) applications ® Relatively high breaking capacity at 100A 
@ TR/3216FF4-R 4A 50A__| 32VAC | 19K7755 0.58 | 33K8282 0.55 © Fully compatible with lead-free solder alloys and © @ RoHS compliant / Halogen Free 
@ TR/3216FF5-R 5A 50A 32VAC | 19K7756 4.24 33K8283 0.55 higher temperature profiles associated with lead- @ Rating - 1 to 3.15A 
@ TR/3216FF6.5-R 6.5A 50A 32vAc | 19K7758 1.24 33K8284 0.55 The 485 Nano2 Fuse Series isa small, fast acting, surface moun' ceramic fuse rated ata remarkable 600VDC 
- at its small size and with 100A breaking capacity. It is primarily designed for circuit protection in high energy 
@ TR/3216FF7-R 7A 50A 32VAC | 19K7759 1.04 | 33K8285 0.55 applications. This product is fully compatible with lead-free solder alloys and higher temperature profiles 
@ TR/3216FF10-R 10A 150A 32VAC | 56P2706 1.46 ~- associated with lead-free assembly. 
@ TR/3216FF15-R 15A 150A 32VAC | 56P2708 1.20 @ Tape Cut 
@ TRIS216FF20-R | 20A 150A | 32VAC | 56P2709 0.88 = Mfg. Part No. Current Stock No. 1-9+ 
PIM_72270 SMD, Fast Acting 
@ 0485001.DR 1A 69W6463 3.55 
@ 048501.5DR 1.5A 69W6465 2.43 
URFACE MOUNT FAST-ACTING BRICK™ FUSE 
§ ou arAG SES usSManNNn —e v485002.0r 2A 69W6464 3.55 
by E-TeN @ 048502.5DR 2.5A 69W6466 4.04 
fine @ 04853.15DR 3.15A 69W6467 2.66 
) 
Geasinpian PIM_209529 
Available 
AN us NANO?® 250V FUSES . © 
SMD © 0.5t05A Littelfuse 
— @ Time lag 


32 VDC 
@ Wave solder immersion: 260°C, 10 sec. max. 


© Overcurrent protection of systems up to 
125VAC/72VDC 


Co eee Expertise Applied | Answers Delivered 
© Dimensions (H x W x D): 3.12x 3.12.x 10.1 mm Gesinpian 
Available 


: fille Dae os ae 300A @ Selden THOM: 20012) Seema: Tis : 4 ours min, at 100%, 120 sec. min. at 200% Sold A 
Voltage Tape Cut ; AY 
Breaking Rating 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 

SMD, Fast Acting 

@ TR2/6125FF500-R 500mA 50A 125VAC 56P2747 mm oer heed | Tape Cut _ 
@ TR2/6125FF1-R 1A 50A 125VAC 56P2735 = Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
@ TR2/6125FF1-25R 1.25A 50A 125VAC 56P2736 0.76 SMD, Time Delay 

@ TR2/6125FF2-R 2A 50A 125VAC 56P2741 0.71 @ 0443.500DR 500mA 50A 250VAC 01P9266 0.66 
@ TR2/6125FF2.5-R 2.5A 50A 125VAC 56P2742 0.71 @ 0443001.DR 1A 50A 250VAC 01P9268 0.66 
@ TR2/6125FF3-R 3A 50A 125VAC 56P2743 _ @ 044301.5DR 1.5A 50A 250VAC 01P9273 0.89 
@ TR2/6125FF3.5-R 3.5A 50A 125VAC. 56P2744 0.71 @ 0443002.DR 2A 50A 250VAC 01P9269 0.91 
@ TR2/6125FF4-R 4A 50A 125VAC 56P2745 _ @ 0443003.DR 3A 50A 250VAC 01P9270 0.66 
@ TR2/6125FF5-R 5A 50A 125VAC 56P2746 0.61 @ 0443004.DR 4A 50A 250VAC 01P9271 = 
@ TR2/6125FF6.3-R 6.3A 50A 125VAC 56P2748 0.71 @ 0443005.DR 5A 50A 250VAC 01P9272 0.61 
@ TR2/6125FF7-R 7A 50A 125VAC 56P2749 0.71 Bincradaie 

@ TR2/6125FF10-R 10A 50A 125VAC 56P2738 ze _ 

@ TR2/6125FF12-R 12A 50A 125VAC 56P2739 = 

@ TR2/6125FF15-R 15A 50A 125VAC 56P2740 0.71 

PIM_142199 


1.800.463.9275 © newark.com 
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FUSES, RESETTABLE PTCS & GDTS @ Indicates RoHS Compliant 4] Find Datasheets Online 


SURFACE MOUNT FUSES 


NANO?® SLO-BLO® SURFACE MOUNT FUSES ° NANO?® SMF VERY FAST-ACTING FUSES (CONT.) 
Interrupting ratings: 50A @ 125VAC/VDC and Littelfuse Solder—260°C, 30 seconds maximum. Solderability: MIL-STD-202, Method 208. RoHS compliant, UL listed 


300A @32VDC (375mA to 5A ratings), 50A @ > Expertise Applied | Answers Delivered (62mA to 5A), UL recognized (> 5A), CSA certified. Packaging specifications: 12mm tape and reel. Full reels are 
72VACIB0VDC (7A rating). Ceramic boi with gold- is 1000 pieces. 5000-piece reels also available; go online or call. 
Zz ol 
plated cap terminations. Soldering parameters: wave Gee einoian Voltage Tape Cut 
solder—260°C, 3 sec. max. Reflow solder—230°C, valent Breaking Rating 
30 sec. max. Solderability: MIL-STD-202, Method A G Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
208. Operating temperature: -55°C to 125°C. SMD, Very Fast Acting 
Dimensions (H x W x D): 2.69 x 2.69 x 6.10 mm. - 
Packaging specifications: 12mm tape and reel; 1000 @ 0451.062MRL 62mA 50A 125VAC 12J2822 2.82 
pieces per reel, add packaging suffix MR; 5000 per @ 0451.100MRL 100mA 50A 125VAC. 12J2824 1.21 
reel, add packaging suffix NR. @ 0451.125MRL 125mA 50A 125VAC 1252825 2.15 
Voltage Tape & @ 0451.160MRL 160mA 50A 125VAC 25R5557 3.07 
Mfg. Part N c t Pisin ire Stock N a = Stock N ae eT 20OMRL ev ul aa azar ets 
cE aime Daley aren Leap as a © 0451.250MRL 250mA 50A 125VAC 122828 1.46 
: 500mA 50A 125VAC 12J2832 
© 0452.375MRL | 375mA | 50A | 125VAC ] 1202897 | 14.95 | 53K9070 | 0.86 TEs B72 BSC = CO 
@ 0452.500MRL | 500mA 50A 125VAC | 122898 4.12 | 53K9077 0.84 . SAB TOO} sin iA BOA TOSVAC PEERS Tae 
SUSE aNee | sal LAC ea Si wed @ 04511 25M RI : 1.25A 50A 125VAC 12J2869 093 
@ 0452001.MRL 1A 50A 125VAC | 12J2900 1.95 | 53K9078 0.86 ° voy AMIRI i 5A 50A T25VAC 122847 = 
@ 045201.5MRL 1.5A 50A 125VAC | 122905 1.12 | 53K9074 0.86 = TTT rh OK SA aEVAG De 1.46 
© 0452002.MRL | __2A 50A | 125VAC | 12u2901 | 4.12 | 53K9079 | 0.86 aR mn om ORG aan as 
@ 045202.5MRL 2.5A 50A 125VAC | 12J2906 1.95 53K9075 0.86 045103 SMRI 35A SOA TDEVAG 122856 — 
@ 0452003.MRL 3A 50A 125VAC | 12J2902 1.95 | 53K9072 1.00 e naBO0 M = ak 50A T25VAC 122841 “= 
@ 045203.5MRL 3.5A 50A 125VAC | 12J2907 1.95 | 53K9076 0.86 . SieI005 Mi = FA _ TO5VAC ane ; 7 
@ 0452004.MRL 4A 50A 125VAC | 12J2903 41.12 53K9073 0.86 0451 OSM 7 BA 50A 125VAC 97F8284 : 
@ 0452005.MRL 5A 50A 125VAC | 12J2904 1.95 53K9080 0.84 ~ == 
@ 0452007.MRL 7A 50A 72VAC | 64R8024 2.64 = KASEY = = _ el ae 
2 ; @ 0451007.MRL 7A 50A 125VAC 12J2845 0.83 
ne 0451007. MR 7A 50A 125VAC 80K2837 = 
@ 0451010.MRL 10A 35A 125VAC 12J2850 1.30 
NANO?® VERY ERT AGTING SURFACE MOUNT id Littelfuse © 0451012. MRL 12A 50A @5VAC 1242852 0.80 
FUSES © 0451015.MRL T5A 50A G5VAC 12J2854 0.80 
Expertise Applied | Answers Delivered iki e2e0d 


RoHS _ 
Compliant 
Available 


VERY FAST-ACTING SURFACE MOUNT FUSES id Littelfuse 


Expertise Applied | Answers Delivered 


Voltage Tape Cut oo lant 
Breaking Rating Available 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ © 
SMD, Very Fast Acting W G 
@ 0448.160MR 160mA 50A 125VAC 25R5529 4414 
@ 0448.200MR 200mA 50A 125VAC 25R5530 3.22 Voltage Tape Cut 
@ 0448.250MR 250mA 50A 125VAC 58K7705 0.97 ie Baan ‘ raat ae een iby 
© 0448.315MR 315mA 50A T25VAC 58K7706 0.79 ae 7 “ rr a uirent apacity igesiNe: ae 
© 0448.375MR 375mA 50A 125VAC 58K7707 0.79 nely: Fast eetng 
@ 0467.250NR 250mA 50A 32VAC 78H3486 0.14 
@ 0448.500MR 500mA 50A 125VAC 58K7709 1.53 euauunE Sah at aang Tatar 
© 0448,630MR 630mA 50A T25VAG 58K7710 0.79 Oaks 
@ 0467.750NR 750mA 50A 32VAC 97H3940 0.47 
@ 0448.750MR 750mA 50A 125VAC 58K7711 0.97 Preemie 1 a aE a 
© 0448.800MR 800mA 50A T25VAC 58K7712 0.77 Se oA on WRG = — 
SUSOIMR a = = a SS @ 0467004.NR 4A 356A 32VAC 96H8997 0.62 
@ 044801.5MR 1.5A 50A 125VAC 58K7720 0.53 SOE 7 aah AC aTGOTD 
@ 0448002.MR 2A 50A 125VAC 58K7714 0.86 aie ana 050 
, Very Fast Acting 
: eat — — —— a - ~ @ 0466.125NR 125mA 50A 125VAC 1233721 0.91 
SST a ak aaE acai ae @ 0466.200NR 200mA 50A 125VAC 1253722 0.29 
ee sa ak sane saga ale © 0466.250NR 250mA 50A 125VAC 123723 0.32 
- - wus @ 0466.375NR 375mA 50A 125VAC 12)3724 0.51 
@ 0448007. MR 7A 50A 125VAC 58K7718 1.53 
Tera mart SEA OEVAG TaRREIA @ 0466.500NR 500mA 50A 63VAC 12J3725 0.32 
ScLneun ia ar sake SEREETD oe @ 0466.750NR 750mA 50A 63VAC 12J3726 0.91 
© 0448015. MR 15A 50A 65VAC 25R5550 = SOOENK is ae one saMiis02 Ooi 
; — @ 04661.25NR 1.25A 50A 63VAC 123734 0.91 
PME TTASS @ 046601.5NR 15A 50A 63VAC 1203731 0.91 
@ 04661.75NR 175A 50A 63VAC 12J3735 041 
NANO?® SMF VERY FAST-ACTING FUSES id Litt If © © 0466002.NR 2A 50A 63VAC 99M1303 x 
ITtEITUSE @ 0466003.NR 3A 50A 32VAC 86H2954 0.91 
Expertise Applied | Answers Delivered @ Q4@6004.NR 4A 50A 32VAC 12J3729 0.91 
6.86 RoHS _ 
— Compliant PIM_178396 
amma (4 22] Available 
218 OW 
. ve] Your 
Z EDUCATION RESEARCH 
2.95 5 DEVELOPMENT & MAKERS Z & DESIGN 
4.96) (.116") DISTRIBUTOR ; 
(.077") ; ‘ 
Recommended pad layout Supporting your journey at PROTOTYPE PRODUCTION = 
every stage 7 & TEST Z & MAINTENANCE 


Subminiature surface mount fuses. Blow time: 4 hours min. @ 100%; 5 seconds max. @ 200% (1/16-10A); 20 
seconds max. @ 200% (15A). Ceramic body with tin-lead alloy or silver-plated termination caps. Operating 
temperature: -55°C to 125°C. Soldering parameters: Wave Solder—260°C, 10 seconds maximum; Reflow 


> CONTINUED > 


PIM_5793904 
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FUSES, RESETTABLE PTCS & GDTS 


SURFACE MOUNT FUSES 


NANO?® SURFACE MOUNT FUSES WITH CLIPS wid Litt 7 OMNI-BLOK® FUSE BLOCKS WITH FUSES (CONT.) 
elfuse 


Se ha = | we eae 
© Interrupting rating (<10A): 50A @ 125VACIVDC, 3008 panes Aenea) Sealey Mig. Part No. Gute ope Oe Etarertin aor 
m tea f ‘ Gepiinyen SMD, Very Fast Acting 
interrupting rating (10A): 354 @125VAC, 50A @ Available s 
125VDC, 300A @ 32VDC © @ 015406.3DR 6.3A a 125VAC 03B094 1.69 
® Sold on tape & reel » A @ 0154007.DR 7A = 125VAC 67K0918 1.47 
@ 0154008.DR 8A ihe 125VAC 32H7186 0.86 
@ 0154010.DR 10A ies 125VAC 49H7649 1.81 
PIM_9373 
Voltage Tape Cut . 2 
ili ole = | Tape Cut la ACTING CERAMIC SURFACE MOUNT Wid Litt elfu s € 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ © 250mA to 6A current ratings Expertise Applied | Answers Delivered 
SMD, Slow Blow  50A interrupting current at rated voltage > RoHS 
@ 0157.375DRT 375mA 50A 125VAC 01P8853 2.06 @ Dimensions (H x W x D): 0.502 x 0.85 x 1.54mm Geetinpian 
@ 0157.500DRT 500mA 50A 125VAC. 01P8855 2.06 ; Pella es ed i —— 
@ 0157.750DRT 750mA 50A 125VAC 01P8857 1.82 SMD 
@ 015701.5DRT 1.5A 50A 125VAC. 01P8871 1.30 AY 
@ 0157002.DRT 2A 50A 125VAC 01P8861 1.42 
@ 0157005.DRT 5A 50A 125VAC. 01P8867 eae 
SMD, Very Fast Acting Voltage Tape Cut 
@ 0157.062DR 62mA 50A 125VAC 01P8848 2.00 Breaking Rating 
© 0157.125DR 125mA 50A 125VAG 01P8849 1.36 Mfg. Part No. Current Capacity VAC Stock No. 1-24+ 
@ 0157.250DR 250mA 50A 125VAC. 01P8851 b29 oes, Festsotina 
© 0157.750DR 750mA BOA 125VAG 01P8856 1.50 @ 0438.250WR 250mA 50A 32VDC 01P9251 0.74 
@ 0157001DR TA 50A T25VAC 01P8858 2.95 @ 0438.500WR 500mA 50A 32VDC 01P9253 0.61 
@ 015701.5DR 15A 50A 125VAC 01P8870 1.50 @ 0438.750WR 750mA 50A 32VDC 01P9254 0.62 
@ 0157002.DR 2A 50A 125VAC. 01P8860 1.69 S.OS001 WR uA le SANUS DIR 92SS al 
@ 0157004.DR 4A 50A 125VAC 01P8864 1.50 @ 04381.25WR 1.25A 50A 32VDC 01P9264 0.62 
@ 0157005.DR 5A 50A 125VAC 01P8866 2.95 @ 043801.5WR 1.5A 50A 32VDC 01P9261 0.62 
© 015706 3DR 63A 50A T25VAG 01P8877 1.69 @ 0438002.WR 2A 50A 32VDC 01P9256 0.83 
@ 0157007.DR 7A 50A 125VAC 01P8868 1.50 @ UNOS WR an ok SANDE uiReesy 2 
@ 0157008.DR 8A 50A 125VAC 01P8869 1.50 @ 0438004.WR 4A 50A 32VDC 01P9258 1.20 
© 0157010DR T0A 50A T25VAC 01P8872 ae @ 0438005.WR 5A 50A 32VDC 01P9259 0.83 
PIM_137277 
PIM_138555 
2, 
OMNI-BLOK® FUSE BLOCKS WITH FUSES . . NANO?® HIGH CURRENT SURFACE MOUNT FUSES id Littelfuse 
@ Permits quick and easy replacement of NANO2® surface mount fuses Ae Littelfuse 


© Fuse replacement accomplished without exposing the PC board to the Expertise Applied | Answers Delivered 


detrimental side effects of solder heat 
© Soldering parameters (fuse installed): 500°F 
(260°C), 30 sec. 


Expertise Applied | Answers Delivered 


RoHS 
RoHS i 
i Compliant 
Compliant Os ts 
eB roi Available 


© Solderability: MIL-STD-202, method 208 R ALS a ¥ 
© Dimensions (H x W x L): 3.81 x 5.03 x 9.73mm ta 4 A Tl} cA 
@ Fuse block is not UL recognized “ SMD 
© Sold on tape & reel og — 
© See more Omni-blok® fuse blocks online or call ‘ \ Voltage Tape Cut 
for our complete line i ¥ Breaking Rating =| 
N Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
SMD, Very Fast Acting 
; Voltage Tape Cut @ 0456020.ER 20A 100A 125VAC 96M8791 2.43 
Breaking Rating @ 0456030.ER 30A 100A 125VAC 01P9331 1 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 4.9 
SMD, Time Delay 0 :04560400R | AOA ARBOZT 07 
@ 0154.375DR 375mA 50A 125VAC 03B082 4.13 PIM_177486 
@ 0154.500DR 500mA 50A 125VAC 03B084 2.48 
@ 0154.750DR 750mA 50A 125VAC 03B086 3.64 SURFACE MOUNT FUSES : ‘i 
© 0154001.DR 1A ? 125VAC 52F9164 2.19 Littelfuse 
@ 015401.5DR’ 1.5A ies 125VAC. 67K0919 3.64 Expertise Applied | Answers Delivered 
@ 0154002.DR 2A 5 125VAC 52F9166 3.64 Spite - 
@ 015402.5DR 2.5A 7 125VAC 52F9167 1.34 Available 
@ 0154003.DR 3A = 125VAC 52F9168 1.30 AY @ 
@ 0154004.DR 4A se 125VAC 52F9170 3.64 
@ 0154005.DR 5A 7 125VAC 67K0917 2.19 
SMD, Very Fast Acting 
@ 0154.062DR 62mA 50A 125VAC 44K0221 5.60 ; 
© 0154.125DR 125mA 50A 125VAC 66F4346 2.03 Fig. rae 
@ 0154.250DR 250mA 50A 125VAC 03B079 3.30 Voltage Tape Cut 
@ 0154.375DR 375mA 7 125VAC 03B081 1.62 Breaking Rating ree] 
@ 0154.500DR 500mA 50A 125VAC 67K0916 3.30 Mfg. Part No. Current Capacity VAC Stock No. 1-24+ 
@ 0154.750DR 750mA . T25VAC 66F4348 2.95 1206, Slow Blow 
@ 0154001.DR 1A 7" T25VAC 66F4349 1.69 © 046801,5NR 15a [50a eavac_ | __ 7801591 0.50 
@ 015401.5DR 1.5A 7 125VAC 66F4350 2.95 1206, Time Delay 
© 0154002DR 7A — 725VAC 66F4351 206 @ 0468.500NR 500mA 50A 63VAC 93K3981 0.47 
@ 015402.5DR 25A S 125VAC 88F3737 1.77 © 0468001.NR 4A 5A B3VAC i2de7A5) 077 
© 0154003.R 3A 50A 125VAC 66F4352 = @ 0468002.NR 2A 35A 63VAC 12J3746 0.47 
© 0154004.R 4A a T25VAC 038088 BiG @ 0468003.NR 3A 50A 32VAC 12J3747 0.47 
@ 0154005.DR 5A ” 125VAC 07H2535 2.95 
> CONTINUED > > CONTINUED > 
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SURFACE MOUNT FUSES 


SURFACE MOUNT FUSES (CONT.) 1206 FAST-ACTING SURFACE MOUNT FUSES (CONT.) 
Voltage Tape Cut Voltage Tape Cut 
Breaking Rating Breaking Rating 
Mfg. Part No. Current Capacity VAC Stock No. 1-24+ Mfg. Part No. Current Capacity VAC Stock No. 1-24+ 
SMD, Fast Acting 1206, Fast Acting 
@ 0446002.ZRP 2A 100A 350VAC 16M0405 0.85 @ 0440004.WR 4A 50A 32VAC 64R8012 0.66 
@ 0446003.ZRP 3A 100A 350VAC 16M0406 0.85 @ 0440005.WR 5A 50A 32VAC 64R8013 0.62 
@ 0446005.ZRP 5A 100A 350VAC 05M2215 0.85 @ 0440007.WR 7A 50A 32VAC 64R8014 0.62 
@ 044607.5ZRP 7.5A 100A 350VAC 05M2217 0.85 @ 0440008.WR 8A 50A 32VAC 64R8015 0.40 
@ 0446010.ZRP 10A 100A 350VAC 05M2216 0.85 SMD, Fast Acting 
PIM_177070 @ 0440.375WR 375mA 50A 125VAC 64R8006 0.57 
UUU.U0U0[! 00 @ 0440.750WR 750mA 50A 63VAC 64R8008 0.47 
: 1A 50A 50VAC 64R8009 i 
1206 HIGH-INRUSH CAPACITY NANO® SURFACE . , swe oe 
MOUNT FUSES Littelfus@ = 2w.%eu0 
@ 4A to 10A current ratings Expertise Applied | Answers Delivered 
@ Interrupting currents: 1A-6.3A (S0A@75VDC) / 7A-10A 
eenavoe| Sapir ian 1206 FAST-ACTING CERAMIC SURFACE MOUNT id Littelfuse 
© Dimensions (H x W x D): 1.575 x 1.575 x 3.175mm 4 Available FUSES y 
@ Temp. range: -55°C to 125°C (@) pk, ‘SMD Expertise Applied | Answers Delivered 
© Sold as tape & reel ei 


RoHS — 

Compliant 

Available 
Wi 


TT 


Voltage Tape Cut 
Breaking Rating Voltage Tape Cut 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ Breaking Rating eS 
1206, Very Fast Acting Mfg. Part No. Current Capacity VAC Stock No. 1-24+ 
@ 0458001.DR 1A 50A 48VAC 01P9332 0.95 1206, Fast Acting 
@ 045801.5DR 1.5A 50A 48VAC 01P9339 0.84 @ 0437.250WR 250mA 50A 125VAC 01P9235 1.09 
@ 045801.6DR 1.6A 50A 48VAC 01P9340 1.38 @ 0437.375WR 375mA 50A 125VAC 01P9236 — 
@ 0458002.DR 2A 50A 48VAC 01P9333 0.58 @ 0437.500WR 500mA 50A 63VAC 01P9237 EES 
@ 045802.5DR 2.5A 50A 48VAC 01P9342 0.84 @ 0437005.WR 5A 50A 32VAC 01P9243 0.77 
@ 0458003.DR 3A 50A 48VAC 01P9334 0.95 PIM_178403 
@ 04583.15DR 3.15A 50A 48VAC 01P9346 0.84 
© 045803.50R 3.6A 0A 48VAC 01P9343 0.84 1206 SLO-BLO® SURFACE MOUNT FUSES . 
© 0458004.DR 4A 50A 32VAC 01P9335 1.66 Littelfuse 
@ 0458005.DR 5A 50A 32VAC 01P9336 0.58 Expertise Applied | Answers Delivered 
@ 045806.3DR 6.3A 50A 32VAC 01P9344 0.21 RoHS 
@ 0458007.DR 7A 50A 32VAC 01P9337 0.62 Gee timoiat 
@ 0458008.DR 8A 50A 63VAC 01P9338 1.66 © 
@ 0458010.DR 10A 50A 63VAC 01P9341 2.61 AY @ 
PIM_138551 
1206 HIGH CURRENT CAPABILITY CERAMIC =e 
t ‘ Mfg. Part No. Current Stock No. 1-24+ 
SURFACE MOUNT FUSES P/4 Littelfuse ‘ahs Tme don 
@ 150A interrupting current at 32V Expertise Applied | Answers Delivered : 
© Dimensions (H x W x D): 0.835 x 1.67 x 3.118 mm > satis @ 0469004.WR 4A 64R8031 = 
@ Temp. range: -55°C to 150°C <— Gee timoian @ 0469005.WR 5A 64R8032 0.94 
4 Availabl 
© sold as tape & reel O, 77 ee © 0469006.WR 6A 64R8033 = 
_ sSmMD © 0469007.WR TA 64R8034 = 
Al PIM_177480 
| tape Cut_ —_ PICO® SURFACE MOUNT FUSES 
Mfg. Part No. Current Stock No. 1-24+ wid Littelfuse 
1206, Fast Acting Expertise Applied | Answers Delivered 
@ 0501015.WR 15A 01P9409 0.38 RoHS 
Ge tinoian 
Available 


@ 0501020.WR 20A 01P9410 = 
PIM_138552 r <i C 


€ WG 


1206 FAST-ACTING SURFACE MOUNT FUSES wid Littelfuse Y 


@ Ultra high I2t values 


: praises a6 apVACAING Expertise Applied | Answers Delivered 
© Operating temperature: -55°C to +150°C Gop timpiat Top View Bottom View 
Available e i themonies poy © Dimensions (H x W x L): 3.05 x 4.32 x 7.24 mm 
2 % © Tin-plated copper terminals 
7 AW g Voltage Tape Cut 
Yy Breaking Rating ier 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
SMD, Time Delay 
_ vlogs | TapeCut_ = @ 0460.500UR 500mA 50A 125VAC 75R5362 1.81 
Mig, Part No. Guient Capacity es Gtieeteitin, nee © 0460.750UR 750mA 50A 125VAC 75R5363 2.76 
7206, Fast Acting © 0460001.ER 1A 50A 125VAC 78J0039 1.54 
© 04401.75WR 1.758 50A 32VAC 64R8020 0.67 @ 046001.5UR 1.54 50A 125VAC 9385380 1.81 
@ 0440002. WR 2A 50A 32VAC 64R8010 0.38 © 0460002.UR 2A 50A T25VAG 503607 1.24 
@ 044002.5WR 25A 50A 32VAC 64R8017 0.67 @ 046002.5UR 2.5A 50A 125VAC. 78J0044 1.81 
@ 0440003.WR 3A 50A 32VAC 64R8011 0.56 @ 0460003.UR 3A 50A 125VAC 07H1648 1.81 
@ 044003.5WR 3.5A 50A 32VAC 64R8018 0.67 @ 046003.5UR 3.5A 50A 125VAC 78J0045 1.81 
@ 0460005.UR 5A 50A 125VAC. 96F8122 3.10 
> CONTINUED > > CONTINUED > 


702  ~=Go online or call for non-compliant or &?ROHS Compliant products. See page 2 


PICO® SURFACE MOUNT FUSES (CONT.) 


FUSES, RESETTABLE PTCS & GDTS 


SURFACE MOUNT FUSES 


SINGLFUSE™ SF-1206F SERIES FAST ACTING 


BOURNS' 


Voltage Tape Cut SURFACE MOUNT FUSES 
Breaking Rating © Single blow fuse for overcurrent protection RoHS | 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ @ 3216 (EIA 1206) miniature footprint Gee eimpiat 
SMD, Very Fast Acting ; tLed ia XN 
@ 0459.062UR 62mA 50A 125VAC 97F8270 1.40 © RoHS compliant and halogen free 
@ 0459.125UR 125mA 50A 125VAC 90F9081 4.31 © Thin film chip fuse . 
© 0459.250UR 250mA 50A 125VAC 97F8271 0.85 © Surface mount packaging for automated assembly ~ 
@ 0459.500UR 500mA 50A 125VAC 97F8272 0.61 Tape Cut 
Breaking 
@ 0459.750UR 750mA 50A 125VAC 99F9293 1.00 Mig. Part No. Current Capacity Stock No. 1-244 
@ 0459001.UR 1A 50A 125VAC 97F8273 0.61 1206, Fast Acting 
@ 045901.5UR 1.5A 50A 125VAC 66F4355 1.00 @ SF-1206F050-2 500mA 87W5995 0.26 
@ 0459002.UR 2A 50A 125VAC 97F8274 0.61 © SF-1206F100-2 TA 875996 0.32 
@ 045902.5UR 2.5A 50A 125VAC 90F9089 1.00 © SF-1206F125-2 1.25A 50A 87W5997 = 
@ 0459003.UR 3A 50A 125VAC 42K3321 0.95 © SF-1206F200-2 oN 875998 0.39 
aH = = _ sees wis © SF-1206F300-2 3A 875999 0.34 
@ 0459005.UR 5A 50A 125VAC 97F8277 0.98 © SF-1206F400-2 4A 876000 0.52 
PIM_177487 @ SF-1206F500-2 5A 87W6001 OS: 
@ SF-1206F700-2 7A 87W6002 0.26 
SINGLFUSE™ SF-0603S SERIES SLOW BLOW BOURNS’ © ?ws46s232 
SURFACE MOUNT FUSES 
® Single blow fuse for overcurrent protection RoHS 
© 1608 (EIA 0603) miniature footprint Osa TELEFUSE™ SMD POWERCROSS PROTECTION BOURNS’ 
® Slow blow fuse I Avaletle FUSES 
@ ULlisted © For use in telecommunication circuit applications requir- RoHS _ 
© RoHS compliant and halogen free ing low current protection with high surge tolerance Sezer 
@ Thin film chip fuse - © Overcurrent protection to Telcordia GR-1089-CORE 
© Surface mount packaging for automated assembly Ww Issue 4 (B1250T only) & UL 1950/60950 R 
“ @ Bourns® TISP® products are recommended for the Qs _ 
Breaking Tape Cut overvoltage section of the circuit 0 
- aeataaleaa @ Agency recognition: File E198545 
Mfg. Part No. Current Capacity Stock No. 1-24+ @ RoHS compliant 
0603, Slow Blow 
@ SF-0603S050-2 500mA 50A 87W5991 0.58 Voltage Tape Cut 
@ SF-0603S125-2 1.25A 87W5992 0.58 Rating 
© SF-0603S200-2 A 875993 041 Mfg. Part No. Current VAC Stock No. 1-9+ 
@ SF-0603S300-2 3A 87/5994 0.45 SMD, Slow Blow 
SaicbaseBte @ B1250T 1.25A 600VAC 87W5945 = 
id PIM_5465821 
SINGLFUSE™ SF-1206S SERIES SLOW BLOW BOURNS’ 
SURFACE MOUNT FUSES FAST-ACTING PC BOARD FUSES Bussmann 
© Single blow fuse for overcurrent protection RoHS | ; 
© 3246 (EIA 1206) miniature footprint omplant by F:TeN 
@ Slow blow fuse SN 350" __ase 300" RoHS 
© ULlisted jen [een pe aaed SeBEimpian 
@ RoHS compliant and halogen free / BUSS Al Bdsm) eee 
© Thin film chip fuse : f , es OM aa ©6 Olé» Al 7) 
@ Surface mount packaging for automated assembly SJ 250V___|(e-s4mm) F 
~~ / Vet ax : (782mm) 
j {e'stmen) 
Tape Cut ot) | (HE i ryt a, 
(Pe waite He : 
Mfg. Part No. Current Stock No. 1-24+ —_ ml I -_ Wa 
1206, Slow Blow Fite eam Lda 
© SF-1206S050-2 500mA 87W6003 0.41 nee TL aro” 
(0.51mm) 
@ SF-1206S100-2 1A 87W6004 0.55 Socket 
@ SF-1206S150-2 1.58 87W6005 0.37 © Ideal for line side protection © UL recognized - File E19180, Guide JDYX2 
@ SF-1206S200-2 2A 87W6006 0.41 © Board washable © CSA certified - File 42731, Class 1422-01 
@ SF-1206S250-2 2.5A 87W6007 0.39 PC-Tron® subminiature PC board fuses limit energy let-through. 250V. The PC-Tron subminiature fuse is UL 
Recognized for DC supplementary overcurrent protection to provide individual protection for components or 
@ SF-12068300-2 — a 0.45 internal circuits. “BK/” indicates packaged in bulk. Order fuse socket separately below. 
@ SF-1206S400-2 0.18 7 
Voltage Price Each 
@ SF-1206S500-2 5A 87W6010 0.45 Breaking Rating aa 
@ SF-1206S700-2 7A 87W6011 0.36 Mfg. Part No. Current Capacity VAC Stock No. the 
PIM_5465818 Radial Leaded, Fast Acting 
@ BK/PCB-1/2-R 500mA 50A 250VAC 48K9797 3.17 
@ BK/PCC-1/2-R 500mA 50A 250VAC 48K9804 7.54 
SINGLFUSE™ SF-0603F SERIES FAST ACTING URNS’ 
SURFACE MOUNT FUSES BO @ BK/PCB-3/4-R 750mA 50A 250VAC 48K9801 6.72 
© Single blow fuse for overcurrent protection RoHS | @ BKIPCC-3/4-R 750mA SOA 250VAC 48K9808 4.67 
© 1608 (EIA 0603) miniature footprint omplant @ BK/PCH-3/4-R 750mA 50A 250VAC 48K9825 6.77 
: fa an fuse K @ BK/PCB-1-R 1A 50A 250VAC 48K9795 6.72 
© RoHS compliant and halogen free @ BK/PCC-1-R 1A 50A 250VAC 48K9802 2.82 
© Thin film chip fuse 4 @ BK/PCB-1-1/2-R 1.5 50A 250VAC 48K9796 4.63 
© Surface mount packaging for automated assembly ~ @ BK/PCB-2-R 2A 50A 250VAC 48K9798 253 
TapelGul @ BK/PCC-2-R 2A 50A 250VAC 48K9805 7.54 
Mfg. Part No. Current Stock No lietcoas tal @ BK/PCB-3-R 3A 50A 250VAC 48K9800 2.82 
0603, Fast Acting @ BK/PCC-3-R 3A 50A 250VAC 48K9807 2.82 
° Renee 500mA 87W5986 0.17 @ BK/PCD-5-R 5A 10kA 125VAC 48K9809 2.82 
© SF-0603F 100-2 TA 87W5987 a vi @ BK/PCE-5-R 5A 10kA 125VAC 48K9810 2.82 
@ SF-0603F 200-2 2A 87W5988 0.48 PIM.232t 
@ SF-0603F300-2 3A 87W5989 0.41 
@ SF-0603F500-2 5A 87W5990 0.56 Fuseholders 
PIM_5465233 
> CONTINUED > 
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RADIAL LEAD FUSES 
Fuseholders (CONT.) TIME-DELAY SUBMINIATURE PC BOARD FUSES (CONT.) 
Voltage Voltage Price Each Voltage Price Each 
No. of Rating Rating Breaking Rating 
Mfg. Part No. Fuses VAC VDC Stock No. 1-9+ Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
PCB Fuse Holder, Pin Radial Leaded, Time Delay 
BK/PCS 1 250V 450V 46F8594 3.98 @ SR-5-50MA-BK 50mA 35A 250VAC 56P2701 = 
PIM_5512226 @ SR-5-100MA-BK 100mA 35A 250VAC 56P2687 1.77 
@ SR-5-200MA-BK 200mA 35A 250VAC 56P2693 1.62 
5 : @ SR-5-315MA-BK 315mA 35A 250VAC 56P2697 1.30 
TIME DESY SUBEINPIURE baa ee B u ss m a n n @ SR-5-500MA-BK 500mA 35A 250VAC 63K6462 1.28 
by E-TeN @ SR-5-1A-BK 1A 35A 250VAC 63K6448 1.95 
RoHS @ SR-5-1.25A-BK 1.25A 35A 250VAC 63K6444 1.69 
Geptinpiat @ SR-5-2A-BK 2A 35A 250VAC 63K6452 1.12 
AY @ @ SR-5-2.5A-BK 2.5A 35A 250VAC 63K6450 1.32 
@ SR-5-3.15A-BK 3.15A 35A 250VAC 63K6454 2.34 
@ SR-5-4A-BK 4A 40A 250VAC 63K6456 1.28 
@ SR-5-5A-BK 5A 50A 250VAC 63K6460 1.32 
Radial Leaded, Time Delay, Ammo Pack 
SS-5 series radial leaded fast-acting thru-hole fuses are internationally accepted for primary and secondary @ SR-5-500MA-AP 500mA S5A 250VAC GSKGES! 1.36 
overcurrent protection. Designed to UL 248-14. Can be placed directly into PC board or plugged into mfg part @ SR-5-630MA-AP 630mA 35A 250VAC 63K6463 0.61 
no. PCS-R fuseholder; order separately below. Solderability: EIA-186-9E, Method 9. High frequency vibration: @ SR-5-800MA-AP 800mA 35A 250VAC 63K6465 0.67 
oe ees ee rmnteI “Scaa ue a 
A @ SR-5-1.25A-AP 1.25A 35A 250VAC 63K6443 0.29 
Voltage Price Each 
Breaking Rating == @ SR-5-1.6A-AP 1.6A 35A 250VAC 63K6445 0.45 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ @ SR-5-2A-AP 2A 35A 250VAC 63K6451 0.48 
Radial Leaded, Time Delay @ SR-5-3.15A-AP 3.154 35A 250VAC 63K6453 0.37 
@ SS-5-500MA-BK 500mA 35A 250VAC 77K7925 215 @ SR-5-4A-AP 4A 40A 250VAC 63K6455 0.67 
@ SS-5-630MA-BK 630mA 35A 250VAC 77K7927 2.12 @ SR-5-5A-AP 5A 50A 250VAC 63K6459 1.34 
@ SS-5-800MA-BK 800mA 35A 250VAC 77K7929 2.07 PIM_87954 
@ SS-5-1A-BK 1A 35A 250VAC 77K7911 = 2 
@ SS-5-1.6A-BK 1.6A 35A 250VAC 77K7909 = Fuseholders 
@ SS-5-2A-BK 2A 35A 250VAC 77K7915 2m) . 
© 89-5-2.5A-BK 25A 35A 250VAC 77K7913 2.00 acer ae a. Henice Each 
@ SS-5-3.15A-BK 3.15A 358A 250VAC 77K7917 2.00 Mfg. Part No. Fuses VAC voc Stock No. 1-9+ 
@ SS-5-4A-BK 4A 40A 250VAC 77K7919 2.28 PCB Fuse Holder, Pin 
@ SS-5-5A-BK 5A 50A 250VAC 77K7923 2.63 BK/PCS 1 250V 450V 46F8594 3.98 
Radial Leaded, Time Delay, Ammo Pack PIM_5512228 
@ SS-5-500MA-AP 500mA 35A 250VAC 77K7924 0.92 
@ SS-5-630MA-AP 630mA 35A 250VAC 77K7926 0.88 WICKMANN TE5® TIME-DELAY PC RoHS . ° 
@ SS-5-800MA-AP 800mA 35A 250VAC 77K7928 = BOARD FUSES Gepiinpien id Littelfuse 
@ SS-5-1A-AP 1A 35A 250VAC 77K7910 0.91 @ IEC 60127-3/IV standard Expertise Applied | Answers Delivered 
@ SS-5-2A-AP PIN 35A 250VAC 77K7914 4.00 @ VDE expert report, SEMKO, cULus recognized, METI- .-\Y 
@ SS-5-2.5A-AP 2.54 35A 250VAC 77K7912 1.59 ‘ fe perro a c us 
@ SS-5-3.15A-AP 3.15A 35A 250VAC 77K7916 0.92 © 5.08mm lead pitch 
@ SS-5-4A-AP 4A 40A 250VAC 77K7918 0.91 @ Temp. range: -40°C to +85°C ; 
@ SS-5-5A-AP BA 50A 250vac | _77K7922 0.90 Mala 
PIM_94579 
Fuseholders 
Voltage Voltage Price Each Voltage Price Each 
No. of Rating Rating ee Breaking Rating 
Mfg. Part No. Fuses VAC VDC Stock No. 1-9+ Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
PCB Fuse Holder, Pin Radial Leaded, Time Delay 
BK/PCS 1 250V 450V 46F8594 3.98 @ 39208000000 800mA 25A 250VAC 67K2140 = 
PIM_5512229 @ 39208000440 800mA 25A 250VAC 67K2141 = 
@ 39211000000 1A 25A 250VAC 67K2142 = 
@ 39211000440 1A 25A 250VAC 67K2143 nes 
TE Ee oon ee ere Bussman n @ 39211250000 1.25A 25A 250VAC 67K2144 = 
by E:TeN @ 39211250440 1.25A 25A 250VAC 67K2145 = 
RoHS @ 39211600000 1.6A 25A 250VAC 67K2146 = 
Geena @ 39211600440 1.6A 25A 250VAC 67K2147 —_ 
° @ 39212000000 2A 25A 250VAC 67K2148 _ 
cCWhis @ 39212000440 2A 25A 250VAC 67K2149 147 
@G @ 39212500000 2.5A 25A 250VAC 67K2150 ne 
@ 39212500440 2.5A 25A 250VAC 67K2151 ees 
@ 39213150000 3.15A 32A 250VAC 67K2152 = 
© Voltage = 250VAC @ 39213150440 3.15A 32A 250VAC 67K2153 —_ 
SR-5 series time-delay radial leaded subminiature fuses. Designed to IEC 60127-3. Internationally accepted © 39214000000 4A 40A 250VAC 67K2154 nd 
for primary and secondary overcurrent protection. Can be placed directly into PC board or plugged into PCS-R @ 39214000440 4A 40A 250VAC 67K2155 -_ 
fuseholder; order separately below. High inrush withstand capability. Solderability: EIA-186-9E, Method 9. @ 39215000000 5A 50A 250VAC 32M4588 a 
a ada vibration: MIL-STD-202F, Method 201A. Compatible with leaded and lead-free reflow and © 39215000440 5A 50A B0VAC B1R0730 = 
@ 39216300000 6.3A 63A 250VAC 32M4589 Bes 
PIM_136307 
> CONTINUED > 
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WICKMANN TE5® TIME-DELAY PC Geptinpian wid Li If WICKMANN TR5® TIME-DELAY PC BOARD FUSES (CONT.) 
BOARD FUSES Avalbl ttelfuse Voltage Price Each 
@ UL 248-14, CSA C22.2 No. 248.14 standards Expertise Applied | Answers Delivered Breaking Rating a | 
@ UL listed, cUL listed, METI-PSE approvals G ® Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
© 125V voltage rating = = 
© 100A @ 125VAC interrupting rating Radial Leaded, Time Delay 
 5.08mm lead pitch © 37211600411 1.6A 35A 250VAC 77M8233 1.03 
@ Temp. range: -40°C to +85°C | @ 37212000411 2A 35A 250VAC 67K1923 1.03 
Order fuse holders separately; go online or call. Sold in tape/ @ 37212500411 25A 35A 250VAC 67K1926 151 
ammopack (000 suffix) or with short leads in bulk (0440 suffix). © 37213150411 315A 235A B0VAC 67K1929 408 
@ 37214000411 4A 40A 250VAC 67K1932 1.03 
@ 37215000411 5A 50A 250VAC 67K1935 0.36 
Volt Price Each @ 37216300411 6.3A 50A 250VAC 67K1938 0.58 
oltage rice Eacl 
Breaking Rating -———— __ © 37216300431 6.3A 50A 250VAC 67K1939 0.69 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ Time Delay 
Radial Leaded, Time Delay @ 37213150001 3.15A 35A 250VAC 67K1928 0.33 
© 39600800440 80mA 100A 125VAC 67K2204 0.99 PIM. 136301 
@ 39601000440 100mA 100A 125VAC 67K2206 4.11 
—_— = = 12VAC _ aon 111_ WICKMANN TR5® FAST-ACTING PC oun 
@ 39602000440 200mA 100A 125VAC 67K2212 0.75 BOARD FUSES Avaliable Littelfuse 
@ 39602500440 250mA 100A 125VAC 67K2214 1.64 @ IEC 60127-3illl standard Expertise Applied | Answers Delivered 
@ 39604000000 400mA 100A 125VAC 67K2217 = © VDE, SEMKO, cULus recognized, METI-PSE, CCC » 
approvals my Yin 
@ 39604000440 400mA 100A 125VAC 02P6720 0.75 : 
@ 250V voltage rating 
© 39605000000 500mA 100A 125VAC 15P8387 = @ 5.08mm lead pitch 
@ 39605000440 500mA 100A 125VAC 67K2220 1.46 © Temp. range: -40°C to +85°C 
630mA 400A 425VAC 67K2222 Order fuse holders separately; go online or call. Sold in tape/ 
ede = wis ammopack (000 suffix), with short leads in bulk (044 suffix) 
© 39608000440 800mA 100A 125VAC 67K2224 0.66 or with short leads in tapelreel (043 suffix). 
@ 39611000440 1A 100A 125VAC 67K2226 0.83 
@ 39611250440 1.25A 100A 125VAC 67K2228 0.66 
@ 39611600440 1.6A 100A 125VAC 67K2230 0.66 - 

Voltage Price Each 
© 39612000440 2A 100A 125VAC 67K2232 0.51 Breaking Rating -_——— 
@ 39612500440 2.5A 100A 125VAC 67K2234 0.54 Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
@ 39613150440 3.15A 100A 125VAC 67K2236 0.66 Radial Leaded, Fast Acting 
@ 39614000440 4A 100A 125VAC 67K2238 0.66 @ 37000500410 50mA 35A 250VAC 67K1805 2.63 
@ 39615000000 5A 100A 125VAC. 15P8391 = @ 37000630410 63mA 35A 250VAC 67K1808 2.04 
@ 39615000440 5A 100A 125VAC. 67K2240 1.46 @ 37001000410 100mA 35A 250VAC 67K1814 0.89 
@ 39616300440 6.3A 100A 125VAC 67K2242 0.66 @ 37001250410 125mA 35A 250VAC 67K1817 0.41 

PIM_136292 @ 37001600410 160mA 35A 250VAC 67K1820 0.41 
@ 37002000410 200mA 35A 250VAC 67K1823 0.50 
@ 37002500410 250mA 35A 250VAC 67K1826 i 
Ue NNN Te TIMESBELAY ES Gee tinpian @ 37003150410 i 35A 250VAC 67K1829 = 
BOARD FUSES poe Littelfuse m 0st 
© IEC 60127-3/IV standard Expertise Applied | Answers Deliveres  _@37004000410 400mA 35A 250VAC 67K1832 0.41 
@ VDE, SEMKO, cULus recognized, METI-PSE, CCC .~\Y @ 37005000410 500mA 35A 250VAC 67K1835 0.89 
approvals ; c us @ 37006300410 630mA 35A 250VAC 67K1838 0.50 
@ 250V voltage rating 
@ 5.08mm lead pitch © 37008000410 800mA 35A 250VAC 67K1841 0.50 
© Temp. range: -40°C to +85°C @ 37011000000 1A 35A 250VAC 67K1843 0.83 
Order fuse holders separately; go online or call. Sold in tape/ @ 37011000410 4A 35A 250VAC 67K1844 0.89 
ammopack (0001 suffix), with short leads in bulk (0411 
suffix) or with short leads in tape/reel (0431 suffix). 37011250410 | 25A | SHA | 80VAC | 12M6120— | 0.50 
@ 37011600410 1.6A 35A 250VAC 67K1850 0.89 
@ 37012000410 2A 35A 250VAC 67K1853 0.89 
Volt Price Each @ 37012500410 2.5A 35A 250VAC 67K1856 0.89 
Breaking Rating meee © 37013150000 315A 36A 250VAC 67K1858 0.83 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ @ 37013150410 3.15A 35A 250VAC 67K1859 0.50 
Radial Leaded, Time Delay @ 37014000410 4A 40A 250VAC 67K1863 0.89 
@ 37200500411 50mA 35A 250VAC 02P0235 1.44 @ 37015000000 5A 50A 250VAC 67K1865 0.74 
@ 37200500431 50mA 35A 250VAC 02P0236 cat @ 37015000410 5A 50A 250VAC 67K1866 0.31 
@ 37200630411 63mA 35A 250VAC 84M8623 1.44 @ 37016300410 6.3A 50A 250VAC 67K1869 0.89 
© 37200800411 80mA 35A 250VAC 02P0240 0.41 PIM_136300 
@ 37200800431 80mA 35A 250VAC 02P0241 0.81 
@ 37201000411 100mA 35A 250VAC 16M3496 0.66 WICKMANN TR5® TIME-DELAY PC Sain 
@ 37201250411 125mA 35A 250VAC 02P0245 1.16 BOARD FUSES ‘Available Littelfuse 
@ 37201600411 160mA 35A 250VAC 67K1890 1.16 © UL248-14 standards ipenise appisga Ansiies Betwcied 
@ 37202000411 200mA 35A 250VAC 67K1893 0.66 @ ULlisted, cULus listed, CSA certified approvals 
@ 37202500411 250mA 35A 250VAC 67K1896 0.66 © 250V voltage rating @) & 
= @ 50A @ 250VAC interrupting rating 
© 37202500431 250mA 35A 250VAC 15P8375 0.76 © Dimensions (Dia. x H): 8.5 x 8mm 
@ 37203150411 315mA 35A 250VAC 67K1899 0.36 © 5.08mm lead pitch 7 
© 37204000411 400mA 35A 250VAC 67K1902 0.47 7 ne kts ave . , iGaiecenek 
—___—________________________________— = 77) ann der fuse holders separately; go online or call. Sold in tape 
© 37204000431 400mA 35A 250VAC 67K1903 se ammopack (000 suffix), with short leads in bulk (041 suffix) 
@ 37205000001 500mA 35A 250VAC 02P0247 0.29 or with short leads in tape/reel (043 suffix). 
@ 37205000411 500mA 35A 250VAC 96M9483 1.03 
@ 37206300411 630mA 35A 250VAC 48M5754 0.58 Voltage Price Each 
@ 37208000411 800mA 35A 250VAC 60M5893 0.58 Breaking Rating | 
@ 37211000411 1A 35A 250VAC 02P0254 1.03 Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
@ 37211000431 1A 35A 250VAC 31M7882 a Radial Leaded, Time Delay 
@ 37211000001 1A 35A 250VAC 02P0253 0.96 @ 37400500410 50mA 50A 250VAC 67K2013 0.78 
@ 37211250411 1.25A 35A 250VAC 02P0257 0.36 @ 37400800410 80mA 50A 250VAC 67K2019 0.73 
@ 37211250431 1.25A 35A 250VAC 02P0258 0.67 @ 37401000410 100mA 50A 250VAC 67K2022 0.73 
> CONTINUED > > CONTINUED > 
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RADIAL LEAD FUSES 


WICKMANN TR5® TIME-DELAY PC BOARD FUSES (CONT.) WICKMANN TR5® FAST-ACTING PC BOARD FUSES (CONT.) 
Voltage Price Each Voltage Price Each 
Breaking Rating Breaking Rating 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
Radial Leaded, Time Delay Radial Leaded, Fast Acting 
@ 37401250410 125mA 50A 250VAC 67K2025 0.62 @ 37313150430 3.15A 50A 250VAC 67K1996 0.83 
@ 37401600410 160mA 50A 250VAC 67K2028 0.62 @ 37314000410 4A 50A 250VAC 67K1998 0.80 
@ 37402000410 200mA 50A 250VAC 67K2031 nem @ 37314000430 4A 50A 250VAC 67K1999 0.92 
@ 37402000430 200mA 50A 250VAC 67K2032 0.90 @ 37315000410 5A 50A 250VAC 67K2001 0.80 
@ 37402500410 250mA 50A 250VAC 67K2034 fe25) @ 37316300410 6.3A 50A 250VAC 67K2004 0.49 
@ 37403150410 315mA 50A 250VAC 67K2037 0.35 ®@ 37318000430 8A 50A 250VAC 67K2008 0.92 
@ 37404000410 400mA 50A 250VAC 67K2040 0.51 @ 37321000410 10A 50A 250VAC 67K2010 0.80 
@ 37405000410 500mA 50A 250VAC 67K2043 0.64 ®@ 37321000430 10A 50A 250VAC 67K2011 0.92 
@ 37405000430 500mA 50A 250VAC 67K2044 0.74 PIM_ 136302 
®@ 37406300410 630mA 50A 250VAC 67K2046 0.51 
@ 37408000410 800mA 50A 250VAC 67K2049 0.51 ™ a 
© 37411000410 iA 50A 250VAC 67K2052 1.13 meee PHS E NERY Ene PAC UNG RADIAL SEAS id Littelfuse 
@ 37411000430 1A 50A 250VAC 67K2053 0.74 Expertise Applied | Answers Delivered 
@ 37411250410 1.25 50A 250VAC 67K2055 0.39 RoHS 
@ 37411250430 1.25A 50A 250VAC 67K2056 0.74 —— Gop tinaiat 
@ 37411600410 1.6A 50A 250VAC 67K2058 fails 279 ° 
@ 37411600430 1.6A 50A 250VAC 67K2059 0.74 W ‘q} 
@ 37412000410 2A 50A 250VAC 67K2061 1.13 272 
a aa ca oa ald ie Subminiature Micro™ plug-in style radial lead fuses offer low-resistance and high-reliability for space-critical 
© 37412500410 2.5A SOA 250VAC 67K2064 1.13 applications. Transparent cap for fuse status indication. 272 & 273 series plug-in fuses have 0.170” (4.32) leads 
@ 37413150410 3.15A 50A 250VAC 67K2067 0.64 and the 279 Series have 1” (25.4) leads. Order fuse holders separately; go online or call. Amp and voltage 
@ 37413150430 315A 50A 250VAC 67K2068 0.74 ratings are stamped on call. 272 series have a metal housing while 273 & 279 Series have a clear plastic 
housing. UL recognized, CSA certified. 
@ 37414000410 4A 50A 250VAC 67K2070 1.13 : 
© 37414000430 4A 50A 250VAC 67K2071 0.74 Birsaking a eties. Each} 
@ 37415000000 5A 50A 250VAC 67K2072 0.55 Mfg. Part No. Current Capacity VAC Stock No. 1-4+ 
@ 37415000410 5A 50A 250VAC 67K2073 1.13 Radial Leaded, Very Fast Acting 
@ 37415000430 5A 50A 250VAC 67K2074 0.74 0273.002V 2mA 10kA 125VAC 28F060 46.93 
@ 37416300410 6.3A 50A 250VAC 67K2076 0.64 @ 0273.010V 10mA 10kA 125VAC 39P9205 36.51 
@ 37416300430 6.3A 50A 250VAC 67K2077 0.37 0273.031V 31.25mA 10kA 125VAC 28F064 34.65 
@ 37418000000 8A 50A 250VAC 67K2078 1.06 @ 0273.050H 50mA 10kA 125VAC 28F065 7.12 
@ 37421000000 10A 50A 250VAC 67K2081 0.61 @ 0273.062V 62.5mA 10kA 125VAC 28F066 12.66 
@ 37421000410 10A 50A 250VAC 67K2082 0.64 @ 0273.100H 100mA 10kA 125VAC 28F067 7.65 
@ 37421000430 10A 50A 250VAC 67K2083 0.82 @ 0273.125H 125mA 10kA 125VAC 28F068 7.28 
PIM_136303 @ 0273.200V 200mA 10kA 125VAC 28F069 13.89 
@ 0272.250H 250mA 10kA 125VAC 02B7448 5.93 
a RoHS @ 0273.250H 250mA 10kA 125VAC 28F070 7.28 
ee oteee pers ieneineee Geptinpian wid Littelfuse © 0273.300H 300mA 10kA 125VAC 28F071 4.40 
© UL248-14, CSA C22.2 No. 248.14 standards Expertise Applied | Answers Delivered @ 0273.400H 400mA 10kA 125VAC 28F072 7.28 
© ULlisted, CSA certified approvals @ 0273.500H 500mA 10kA 125VAC 28F073 7.28 
© 250V voltage rating ® dq} @ 0273.600V 600mA 10kA 125VAC 28F074 12:57) 
@ 50A @ 250VAC interrupting rating - 2 
@ Dimensions (Dia. x H): 8.5 x 8mm @ 0273.750H 750mA 10kA 125VAC 28F125 7.12 
@ 5.08mm lead pitch @ 0273.800V 800mA 10kA 125VAC 28F076 12.83 
ea dee Si ae © 0279001.V 1A T0kKA 125VAC 28F 100 14.71 
Order fuse holders separately; go online or call. Sold with 
short 4.3mm leads in bulk (041 suffix) or with short 4.3mm © 0273001.H 1A 10kA 125VAC 28F077 7.28 
leads in tape/reel (043 suffix). @ 027301.5H 1.5A 10kA 125VAC 28F078 7.28 
@ 0279002.V 2A 10kA 125VAC 28F102 12.02 
Voltage Price Each @ 0272002.H 2A 10kA 125VAC 02B7449 9.88 
Breaking Rating a @ 0273002.H 2A 10kA 125VAC 28F079 7.28 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ @ 0273002.V 2A 10kA 125VAC 64R7905 12.75 
Radial Leaded, Fast Acting @ 0273003.H 3A 10kA 125VAC 28F080 7.28 
@ 37300500410 50mA 50A 250VAC 67K1941 22 @ 0273003.V 3A 10kA 125VAC 64R7906 12.78 
@ 37300800410 80mA 50A 250VAC 67K1947 2.72 @ 0273004.H 4A 10kA 125VAC 28F081 7.28 
© 37301000410 100mA 50A 250VAC 67K1950 1.41 @ 0273005.H 5A 10kA 125VAC 28F082 7.28 
@ 37301000430 100mA 50A 250VAC 67K1951 0.92 PIM_9177 
@ 37301250410 125mA 50A 250VAC 67K1953 0.64 ———— 
@ 37301600410 160mA 50A 250VAC 67K1956 0.64 NON RESETTABLE 250V SUBMINIATURE el SCHURTER 
@ 37302000410 200mA 50A 250VAC 67K1959 0.64 FUSES 
© 37302500410 250mA 50A 250VAC 67K1962 0.64 Bee COMET ha ie 
@ 37303150410 315mA 50A 250VAC 67K1965 0.64 Gop tinaian 
© 37304000410 400mA 50A 250VAC 67K1968 0.67 vee 
@ 37305000410 500mA 50A 250VAC 67K1971 1.41 AY @ 
®@ 37305000430 500mA 50A 250VAC 67K1972 0.92 
®@ 37306300410 630mA 50A 250VAC 67K1974 0.49 
@ 37311000410 1A 50A 250VAC 67K1980 0.80 Fuse Fuse Holder 
© 37311000430 1A SOA 250VAC CAGES 0.92 © Rated current: 50mA to 6.3A © Size:: 8.5mm diameter 
@ 37311250410 1.25 50A 250VAC 67K1983 0.64 @ Rated voltage: 250V © 5,08mm lead spacing 
@ 37311600410 4.6A 50A 250VAC 67K1986 1.41 © Low breaking capacity: 35A © Order fuse holder separately below 
@ 37312000410 2A 50A 250VAC 67K1989 141 Other rated currents are available on tape and reel; go online or call. 
@ 37312000430 2A 50A 250VAC 67K1990 0.92 
@ 37312500410 2.5A 50A 250VAC 67K1992 1.41 
@ 37313150410 3.15A 50A 250VAC 67K1995 0.64 
> CONTINUED > > CONTINUED > 
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RADIAL LEAD FUSES 


NON RESETTABLE 250V SUBMINIATURE FUSES (CONT.) RADIAL LEADED FAST-ACTING AND SLOW- @ 
Voltage Price Each BLOW FUSES - ROUND multicomp 
Breaking Rating © 35A or 10 x rated current (whichever is greater) Fa . 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ @ 250VAC interrupt rating = ot ant 
Radial Leaded, Fast Acting © Tin plated alloy leads S| Available 
2 @ Black thermoplastic, UL 94-V0 bod! : = 82) @) —! o 
© 0034.6001 50mA 35A 250VAC 88K2046 0.64 © Operating temp. -55°C to H125°C '] ® umn, a A @ 
© 0034.6002 63mA 35A 250VAC 98B9104 0.60 @ SEMKO, CCC and KTL approved pier tere lerh 
© 034.6004 100mA 35A 250VAG 3505328 0.45  brnctieene (Oe x HB ita , o% io 
© 0034.6008 250mA 35A 250VAC 19J7233 0.28 eae 
© 0034.6011 500mA 35A 250VAC 88K1288 0.48 
© 0034.6014 1A 35A 250VAC 92B2095 0.48 Voltage Price Each 
© 0034.6017 2A 35A 250VAC 97B3621 0.48 saci Kanak pase ae are ae 
© 0034.6018 25A 35A 250VAC 9282090 0.48 a ea her iat aren pact ae 
; 3.15A 35A 250VAC 88K2047 J 
; ee or 4A 35A 250VAC 31C2026 ie — = = — hesba ost 
© 0034.6021 5A 40A 250VAC 50B7030 = SSIMEMEE 282504 a =n 2O0VAC__[RBRUENS258 wel 
Radial lea red, Tine Delay ; @ MCMEF 2.5A 250V 2.5A 35A 250VAC 08N3250 0.40 
2 3.15A 35A 250VAC 08N3252 
© 0034.6608 200mA 35A 250VAC 16F2131 0.51 ; a a — rr _ SANG GENGEDG we 
© 0034.6609 250mA 35A 250VAC 16F2132 0.57 SACRE ea aa SEVAG et = 
r 400mA 35A 250VAC 16F2143 i : 
out ut wal @ MCMEF 6.3A 250V 6.3A 63A 250VAC 956600 0.40 
© 0034.6614 800mA 35A 250VAC 16F2146 0.57 Radial CAadea, Slow Blow 
; 1A 35A 250VAC 16F2147 k : 
ai aE 1A 35A 250VAC 88K2122 = SE MCME] 1OOMAZOUY. seo ah ZOOVAG | MSSMUGOE wis 
003 7 aie 75h 3A SeivAG aT — @ MCMET 200MA 250V 200mA 35A 250VAC 95M6607 0.35 
$003 7 _ 7 aE TA SaHVAG AREA ae @ MCMET 250MA 250V 250mA 35A 250VAC 95M6608 0.35 
e003 7 sais ; rn 3A Tae Tarn - @ MCMET 315MA 250V 315mA 35A 250VAC 95M6610 0.35 
Pane 7 ais oa ah PING ARETE} wie @ MCMET 400MA 250V 400mA 35A 250VAC 95M6612 0.35 
Pre 7 sain 5 ; an 7h Pate area = @ MCMET 500MA 250V 500mA 35A 250VAC 95M6613 0.24 
e003 i ADD 5 " an OEIVAC ARETE er @ MCMET 630MA 250V 630mA 35A 250VAC 95M6614 0.24 
“© 00346823. | 63a | 328 0vAC IO SAco nme CTGaE @ MCMET 800MA 250V 800mA 35A 250VAC 95M6615 0.24 
Tine Dela : - @ MCMET 1A 250V 1A 35A 250VAC 95M6603 0.24 
@0006s _ ene _ SSOAG THEIRS Ea @ MCMET 1.25A 250V 1.254 35A 250VAC 95M6601 0.24 
- : @ MCMET 1.6A 250V 1.6A 35A 250VAC 95M6602 0.24 
daca @ MCMET 2A 250V 2A 35A 250VAC |  95M6606 0.24 
@ MCMET 3.15A 250V 3.15A 35A 250VAC 95M6609 0.24 
Fuseholders PIM 116581 
Voltage Voltage Price Each 
No. of Rating Rating 
Mfg. PartNo. | Fuses | Current VAC vpc Stock No. 1-94 FAST-ACTING, WIRE-IN-AIR GeReinpian B ussmann 
PCB Fuse Holder, Pin SUBMINIATURE FUSES Available 
f by F:TeN 
© 0031.7601 1 6.3A | 250V 125V 92B2225 0.68 Y Ea 
® Axial leaded @ High temperature epoxy plastic body, UL 94 VO 
RADIAL LEADED FAST-ACTING AND SLOW- I @ © Fast-acting, wire-in-air design @ Interrupt rating: 50A at 125VAC 
BLOW FUSES - RECTANGULAR mu ticomp © Copper lead wires 
© 35A or 10 x rated current (whichever is greater) ae RoHS Shock resistance: MIL-STD-202, Method 213, Test Condition 1 (Sawtooth). Vibration resistance: MIL- 
@ 250VAC interrupt rating - « = e bad bad a pad STD-202, Method 201 (10-55Hz x 3 axis/ no load). Moisture resistance: MIL-STD-202F, Method 106. Soldering 
© Tin plated alloy leads a at a Available heat resistance: 260°C, 10 sec. per IEC 68-2-20. Salt spray: MIL-STD-202, Method 101, Test Condition B (48 
© Black thermoplastic body %s hours). UL Recognized. CSA Certified. Tape & reel qty: 2500. 
© Operating temp.: -55°C to +125°C Le i LG 
@ SEMKO and CCC approved a a ae ” >& ; Voltage Tape Cut 
© Dimensions (H x W x D): 7.7 x 8.35 x 4.3mm rt Ltt Y S & Breaking Rating 
© Lead pitch: 5.08mm e ) S Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
Axial Leaded, Fast Acting 
Voltage Price Each @ TR1-MCRW100MA 100mA 50A 125VAC 96C9918 = 
Breaking Rating @ TR1-MCRW150MA 150mA 50A 125VAC 96C9922 = 
Mfg. Part No. eurent Capacity WAG SLOchNONa 2805 @ TRI-MCRW300MA 300mA 50A 125VAC 9609928 = 
pacle Eeeed ees @ TR1-MCRW375MA 375mA 50A fevac | 96C9929 0.98 
SSIMCMSE 1A 200¥ Us Bes SSOVAG BSMGSI8 O85 @ TR1-MCRW500MA 500mA 50A 125VAC 96C9932 = 
@ MCMSF 1.6A 250V 1.6A 35A 250VAC 95M6617 0.45 DiIREMCRW25A. 125A 1 50A-«7ta5vac)96c9923.«77SCOtC 
@ MCMSF 2A 250V 2A 35A 250VAC 95M6620 0.45 @ TREMCRWAA 4A 50A T25VAC 9609930 == 
@ MCMSF 2.5A 250V 2.5A 35A 250VAC 95M6619 0.45 @ TREMCRWA 7A 50A T2BVAC 9609033 = 
@ MCMSF 3.15A 250V 3.154 35A 250VAC 95M6621 0.45 Pim 85660 
@ MCMSF 4A 250V 4A 40A 250VAC 95M6622 0.45 = 
@ MCMSF 5A 250V 5A 50A 250VAC 95M6623 0.45 


PICO® Il VERY FAST-ACTING : : 
ea = = 2G ee AXIAL LEAD FUSES @© Geb Groen wid Littelfuse 


Radial Leaded, Slow Blow 


Expertise Applied | Answers Delivered 


@ MST 160MA 250V 160mA 100A 250VAC 95M6781 0.36 
@ MST 250MA 250V 250mA 100A 250VAC 95M6785 0.36 HF AY 
@ MST 315MA 250V 315mA 100A 250VAC 95M6787 0.25 
@ MST 400MA 250V 400mA 100A 250VAC 95M6789 0.25 251 series PICO® Il very fast-acting axial lead fuses is payed to meet an extensive array of performance 
eusTamzan/ | sora | nn | svc _[suo[_—mso SR ras sis ea, erg ng Sn 
@ MST 630MA 250V 630mA 100A 250VAC 95M6791 0.25 diameter, 1.5” lead length, 0.025” lead diameter. UL recognized, CSA certified. 
@ MST 1A 250V 1A 100A 250VAC 95M6780 0.21 Voltage Tape Cut 
@ MST 1.6A 250V 1.6A 100A 250VAC 95M6779 0.25 Breaking Rating pas) 
@ MST 2A 250V 2A 100A 250VAC 95M6783 0.21 Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
@ MST 2.5 250V 25A 100A 250VAC | _95M6782 0.25 Axial Leaded, Very Fast Acting 
@ MST 3.15A 250V 3.15A 100A 250VAC 95M6786 0.21 @ 0251.062MRT1L 62mA 50A 125VAC. 1252322 2.94 
@ MST 4A 250V 4A 100A 250VAC 95M6788 0.21 @ 0251.062MRT1L 62mA 50A 125VAC. 77J9987 1.30 
PIM. 116550 @ 0251.062MAT1L 62mA 50A 125VAC. 98K4402 5.17 

> CONTINUED > 
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FUSES, RESETTABLE PTCS & GDTS 


RADIAL LEAD FUSES 


PICO® Il VERY FAST-ACTING AXIAL LEAD FUSES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


PICO® II 250V VERY FAST-ACTING AXIAL LEAD FUSES (CONT.) 


Voltage Tape Cut Voltage Price Each 
Breaking Rating Breaking Rating 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
Axial Leaded, Very Fast Acting Axial Leaded, Very Fast Acting 
@ 0251.125MRT1L 125mA 50A 25VAC 1252323 pS @ 0263003.MXL 3A 50A 250VAC 1244271 1.62 
@ 0251.125MRTIL 125mA 50A 25VAC 7759988 0.67 @ 0263003.HATIL 3A 50A 250VAC 98K4437 3.14 
@ 0251.200MRT1L 200mA 50A 25VAC 1232324 1.13 @ 0263004.MXL 4A 50A 250VAC 1234273 1.28 
@ 0251.250MRT1L 250mA 50A 25VAC 1232325 1.551 @ 0263005.MXL 5A 50A 250VAC 1234275 1.62 
@ 0251.250MRT1L 250mA 50A 125VAC 7749990 0.67 @ 0263005.HAT1L 5A 50A 250VAC 98K4439 3.20 
@ 0251.250NATIL 250mA 50A 25VAC 98K4403 13v PIM_85683 
@ 0251.375MRTIL 375mA 50A 25VAC 12J2326 0.96 
@ 0251.500MRT1L 500mA 50A 25VAC 12J2327 1.07 PICO® TIME-DELAY SUBMINIATURE RoHS i . 
@ 0251.500MRTAL 500mA 50A 25VAC 7739992 0.47 AXIAL LEADED FUSES Gepeinviat wid Littelfuse 
@ 0251.750MRT1L 750mA 50A 25VAC 12J2330 1.07 Expertise Applied | Answers Delivered 
@ 0251.750MRT1L 750mA 50A 125VAC 7739994 0.47 ‘ 
@ 0251001.MRTIL 1A 50A 125VAC 1232331 1.07 - A HF 
@ 0251004.MRTIL 4A 50A 25VAC 7759995 0.47 @ 500mA to 5A current ratings @ 52.4mm (2.062") lead length 
e oasrcornarix [1A [son | ~roovac | somrso0 [ogo $ [2 tase ang, een 
@ 02511.25MRT1L 1.25A 50A 25VAC 12J2348 0.92 
Voltage Tape Cut 
@ 025101.5MRTIL 1.5 50A 25VAC 1232337 0.39 Breaking Rating ——=7 
@ 025101.5MRT1L 1.5A 50A 25VAC. 78J0002 0.47 Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
@ 025101.5MAT1L 1.5A 50A 125VAC 98K4411 1.07 Axial Leaded, Time Delay 
@ 0251002.MRTIL 2A 50A 25VAC 1232332 0.60 @ 0472.500MRTIL 500mA 50A 125VAC 33P9895 1.07 
@ 0251002.MRTIL 2A 50A 25VAC 7759996 0.47 @ 0472001.MRT1L 1A 50A 125VAC 33P9899 1.08 
@ 0251002.MATIL 2A 50A 125VAC 98K4406 1.07 @ 047201.5MRT1L 1.5A 50A 125VAC 33P9911 eid 
@ 0251003.MRT1L 3A 50A 25VAC 1252333 0.60 @ 0472002.MRT1L 2A 50A 125VAC 33P9903 1.14 
@ 0251003.MRTIL 3A 50A 25VAC 7739997 0.39 @ 0472003.MRTIL 3A 50A 125VAC 33P9907 1.89 
@ 0251003.HATIL 3A 50A 25VAC 01P9059 0.75 @ 0472005.MRT1L 5A 50A 125VAC 01P9393 0.70 
@ 0251004.MRTIL 4A 50A 125VAC 12J2334 1.07 PIM_138556 
@ 0251004.MRTIL 4A 50A 125VAC 7739998 0.47 
@ 0251004.MATIL 4A 50A 125VAC 98K4408 1.07 RoHS 
© 0251005.MRTIL 5A 50A 125VAC 122335 1.07 pee 7) Gepeinoiat wid Littelfuse 
@ 0251005.MRT1L 5A 50A 125VAC 7749999 0.47 Expertise Applied | Answers Dellvered 
@ 0251005.HATIL 5A 50A 125VAC 99M1304 4.19 > HE 
@ 0251005.NRT1L 5A 50A 125VAC 16M0075 1.06 ——s AW 
© 0251007.MATIL 7A 50A 125VAC 98K4410 1.07 PICO® II time lag fuses are designed for applications that require moderate inrush withstand. Interrupting rating: 
@ 0251007.MRT1L 7A 70A 425VAC 1252336 0.60 50A at rated voltage 125VACIVDC. Body material: encapsulated, epoxy-coated. Available ratings: .50 to 5A. UL 
© 0251007 MRTIL 7A T0A 125VAC 7340004 047 pia freee aanectele push-on” retaining nut chassis mount fuseholders for MICRO® 
@ 0251010.MRTIL 10A 100A 125VAC 1232339 0.60 
© 0251010.MRT1 10A 100A 125VAC 78J0003 0.47 Bice Te ae 
: = 5 reaking Rating 
@ 0251015.NATIL 15A 50A 32VAC 25R5302 1.37 Mfg. Part No. Current Capacity VAC Stock No. 1-24+ 
PIM_85682 Axial Leaded, Time Delay 
@ 0471.500NRT1L 500mA 50A 125VAC 12J3750 0.89 
; L 500mA 50A 125VAC 54K2396 
ACIINGAXALLEAD ruses © @B G23emer 4 Littelfuse “soir [x —[ sm [asin _[ “tara [or 
Available B = . 
Expertise Applied | Answers Delivered @ 0471002.NRT1L 2A 50A 125VAC 1233754 0.55 
S @ 0471002.NRTIL 2A 50A 125VAC 54K2398 0.63 
—+*_ &——— OFAN On tote 2.5A 50A 125VAC 123764 1.01 
Interrupting rating: 50A at rated voltage 250VAC. Available in rating of 62mA to 5A. Body material: encapsulated, @ 047102.5NRT1L 2.5A 50A 125VAC 54K2403 0.68 
epoxy-coated body; solder coated copper leads. @ 0471003.NRTIL 3A 50A 425VAC 12J3756 1.58 
Voltage Price Each @ 0471003.NRT1L 3A 50A 125VAC 54K2399 0.63 
Breaking Rating © 0471004.NRTAL 4A 50A 125VAC 12J3758 0.70 
Mfg. Part No. Current Capacity VAC Stock No. 1-9+ 
Axial Leaded, Very Fast Acting @ 0471005.NRTIL 5A 50A 125VAC 12J3760 1.58 
© 0263.062MXL 62.5mA 50A 250VAC 1234255 373 @ 0471005.NRTIL 5A 50A 125VAC 54K2401 0.63 
© 0263. 125MXL 125mA 50A 250VAC 1244257 1.91 mines 
@ 0263.125HATIL 125mA 50A 250VAC 98K4430 SG 
© 0263.250MXL 250mA BOA a5ovac | 1244259 171 PICO® Il SLO-BLO® FUSES G Soper id Littelfuse 
@ 0263.250WRTIL 250mA 50A 250VAC 12J4260 1.44 Available 
© 0263.250HATIL 250mA 50A 250VAC 98K4431 3.75 Expertise Applied | Answers Delivered 
@ 0263.375MXL 375mA 50A 250VAC 12J4261 0.95 —— AY HF 
@ 0263.500MXL 500mA 50A 250VAC 1234263 3.17 
910265, SOOWRTL poi a ZaWAG ea dil PICO® II Slo-Blo® fuses combines time delay performance characteristics with the proven reliability of a 
@ 0263.500HATIL 500mA 50A 250VAC 98K4433 3.19 PICO® fuse. Interrupting rating: 50A at rated voltage 125 VAC/VDC. Available ratings: .375 to 7A. Body material: 
@ 0263.750MXL 750mA 50A 250VAC 1234265 0.44 encapsulated, epoxy-coated. Tape & reel packaging per EIA-296. UL recognized, CSA certified. Order 281 
© 0263.750HATIL 750mA 50A 250VAC 98K4434 3.20 series “push-on’ retaining nut chassis mount fuseholders for MICRO® and PICO® II fuses separately. 
@ 0263001.MXL 1A 50A 250VAC 12J4267 Buin : Voltage Tape é 
e258 WIE i i BORG tuaes iui) Mfg. Part No. Current pie ane Stock No. 1-999+ 
@ 0263001.HATIL 1A 50A 250VAC 98K4435 3.20 Axial Leaded, Slow Blow 
2028501, 5MAL Ee a = ata 253 © 0473.375MRTIL 375mA 50A 125VAC 53K9083 = 
@ 026301.5WRT1L 1.5A 50A 250VAC 1254279 1.19 © 0473.500MRTIL 500mA 50A T25VAC 12J4441 097 
@ 026301.5HATIL 1.5A 50A 250VAC 98K4440 3.20 © 0473.500MRTIL 500mA 50A TO5VAC 53K9084 BIG 
@ 0263002.MXL 2A 50A 250VAC 1234269 0.99 © 0473.750MRTIL 750mA 50A 125VAC 724445 077 
SUeeSN0e WRIIL = ouh ae ee) OFS © 0473.750MRTIL 750mA 50A 125VAC 53K9085 0.77 
Scese TALI zh a ZAG SORES e208 © 0473001. MRTIL 1A 50A 125VAC 12J4448 0.97 
@ 026302.5MXL 2.5A 50A 250VAC 1254280 1.28 
> CONTINUED > > CONTINUED > 
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PICO® II SLO-BLO® FUSES (CONT.) 


Voltage Tape & 
Breaking Rating Reel 
Mfg. Part No. Current Capacity VAC Stock No. 1-999+ 
Axial Leaded, Slow Blow 
@ 0473001.MRT1L 1A 50A 125VAC 53K9086 2.19 
@ 047301.5MRT1L 1.5A 50A 125VAC 53K9092 0.77 
@ 0473002.MRT1L 2A 50A 125VAC 1254452 0.97 
@ 0473002.MRT1L 2A 50A 125VAC 53K9087 2.19 
@ 047302.5MRT1L 2.5A 50A 125VAC 53K9093 2.19 
@ 0473003.MRT1L 3A 50A 125VAC 1254456 0.97 
@ 0473003.MRT1L 3A 50A 125VAC 53K9088 2.19 
@ 0473003.MXL 3A 50A 125VAC. 64R8075 1.09 
@ 047303.5MRT1L 3.5A 50A 125VAC. 53K9094 1.33 
@ 0473004.MRT1L 4A 50A 125VAC. 1234460 0.77 
@ 0473004.MRT1L 4A 50A 125VAC. 53K9089 0.77 
@ 0473005.MRT1L 5A 50A 125VAC. 1234463 0.77 
@ 0473005.MRT1L 5A 50A 125VAC 53K9090 1.34 
@ 0473007.MRT1L 7A 50A 125VAC 1254466 OS 
@ 0473007.MRT1L 7A 50A 125VAC 53K9091 0.77 
PIM_85697 


2.8 x 38.1mm AXIAL LEADED VERY eeu C7) 
FAST-ACTING AND SLOW-BLOW valle multicomp 
FUSES 


<li — WW 


@ 50A @ 125VDC interrupt rating (slow-blow) 
© Operating temp.: -55°C to +125°C 
@ Dimensions (Dia. x L): 2.8 x 38.1mm 


© Solder coated copper wire leads 

e Encapsulated, epoxy-coated body 

@ 50A @ 125VAC interrupt rating 

© 300A @ 125VDC interrupt rating (very fast-acting) 


FUSES, RESETTABLE PTCS & GDTS 


RADIAL LEAD FUSES 


FAST-ACTING 5 x 15mm GLASS FUSES 

+ 20VAC Bussmann 

e i A 

° CSA Cerifid by ETM sng 

Fast-acting. Glass tube, nickel-plated brass endcap Geptinpian 

construction. = Available 
OG 

Voltage Price Each 
Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 

5mm x 15mm, Fast Acting 

@ BK/C520-100-R 100mA 250V 35A 48K9467 zi 

@ BK/C520-125-R 125mA 250V 35A 48K9468 2.21 

@ BK/C520-250-R 250mA 250V 35A 48K9471 0.56 

@ BK/C520-500-R 500mA 250V 35A 48K9477 1.96 

@ BK/C520-2-R 2A 250V 100A 48K9470 2.36 

@ BK/C520-2.5-R 2.5A 250V 100A 48K9469 2.76 

@ BK/C520-3-R 3A 250V 100A 48K9473 0.63 

@ BK/C520-3-5-R 3.5A 250V 100A 48K9472 0.42 

@ BK/C520-4-R 4A 250V 200A 48K9475 2.76 

@ BK/C520-5-R 5A 250V 200A 48K9476 0.96 

PIM_16639 

FAST-ACTING 5 x 20mm GLASS FUSES Bussmann 


© Designed to IEC 60127-2 (32mA-6.3A) 
@ UL recognized (160mA-10A) 

@ Semko approved (160mA-10A) 

@ VDE approved (160mA-10A) 


Fast-acting, low-breaking capacity. Glass tube, nickel- so 
plated brass endcap construction. $500-V series with 

0.032” x 1.5” copper tinned axial leads available; go online 

or call. 


by F-TeN 
RoHS 
Gepiin pliant 
Available 
Wi 


Voltage Price Each Voltage Price Each 
Breaking Rating Rating Breaking f= 
Mfg. Part No. Current Capacity VAC Stock No. 1-249+ Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
Axial Leaded, Slow Blow 5mm x 20mm, 0.2” x 0.79”, Fast Acting 
@ MCPSP 1A 125V 1A 50A 125VAC 95M6663 _ @ BK/S500-32-R 32mA 250V 35A 48K9866 11.58 
@ MCPSP 2A 125V 2A 50A 125VAC 95M6665 = @ BK/S500-40-R 40mA 250V 35A 48K9868 10.40 
@ MCPSP 3A 125V 3A 50A 125VAC 95M6666 a @ BK/S500-50-R 50mA 250V 35A 48K9871 10.71 
Axial Leaded, Very Fast Acting @ BK/S500-63-R 63mA 250V 35A 48K9874 53.24 
@ MCPFP 0.5A 125V 500mA 50A 125VAC 95M6640 es @ BK/S500-80-R 80mA 250V 35A 48K9877 7.43 
@ MCPFP 1A 125V 1A 50A 125VAC. 95M6642 = @ BK/S500-100-R 100mA 250V 35A 48K9857 30.16 
@ MCPFP 1.5A 125V 1.5A 50A 125VAC 95M6641 = @ BK/S500-160-R 460mA 250V 35A 48K9859 0.77 
@ MCPFP 2A 125V 2A 50A 125VAC 95M6645 0.36 @ BK/S500-200-R 200mA 250V 35A 48K9862 Ble2 
@ MCPFP 3A 125V 3A 50A 125VAC 95M6648 _ @ BK/S500-250-R 250mA 250V 35A 48K9863 1.32 
@ MCPFP 4A 125V 4A 50A 125VAC. 95M6649 = @ $500-250-R 250mA 250V 35A 92K9969 4.97 
@ MCPFP 5A 125V 5A 50A 125VAC. 95M6650 es @ BK/S500-315-R 315mA 250V 35A 48K9865 0.84 
@ MCPFP 10A 125V 10A 50A 125VAC 95M6643 am @ BK/S500-500-R 500mA 250V 35A 48K9872 0.53 
PIM_115541 @ $500-500-R 500mA 250V 35A 92K9975 227 
@ BK/S500-630-R 630mA 250V 35A 48K9875 3.80 
3.18 x 38.14mm AXIAL LEADED VERY FHS @ @ BK/S500-800-R 800mA 250V 356A 48K9878 0.29 
FAST-ACTING AND SLOW-BLOW Available multicomp @ BK/S500-1-R 1A 250V 356A 48K9855 0.46 
FUSES @ BK/S500-1.25-R 1.254 250V 35A 48K9853 0.37 
© @ BK/S500-1.6-R 1.6A 250V 35A 48K9854 149 
—_Ga>- —_- AW @ BK/S500-2-R 2A 250V 3A 48K9861 0.41 
@ 50A @ 250VAC interrupt rating e Encapsulated, epoxy-coated body @ 8K/S500-2.5-R 20K 250V 35A ne) 2.58 
© Operating temp.: -55°C to +125°C © Dimensions (Dia. x L): 3.18 x 38.1mm @ BK/S500-3.15-R 3.15A 250V 35A 48K9864 0.28 
© Solder coated copper wire leads @ BK/S500-4-R 4A 250V 40A 48K9867 0.41 
: Voltage Price Each @ BK/S500-5-R 5A 250V 50A 48K9870 0.41 
Mfg. Part No. Current eet ae Stock No. 1-249+ BEWSOOUOSA GA eu 8 GUC 0:30 
F @ BK/S500-8-R 8A 250V 80A 48K9876 1.34 
Aes Lesion, Sow Er @ BK/S500-10-R 10A 250V 100A 48K9856 4.13 
@ MCPMP 0.5A 250V 500mA 50A 250VAC 956654 = : 
@ MCPMP 1A 250V 1A 50A 250VAC 95M6656 = PIM_85657 
@ MCPMP 1.25A 250V 1.254 50A 250VAC 956655 = 
@ MCPMP 2A 250V 2A 50A 250VAC 95M6657 = FAST-ACTING 5 x 20mm GLASS FUSES B ussmann 
@ MCPMP 3A 250V 3A 50A 250VAC 95M6658 = ; ie ae peels - 
@ MCPMIP 5A 250V 5A 50A 250VAC | _ 95M6G59 = bata eta by E-T?M 
@ MCPMP 7A 250V 7A 50A 250VAC 95M6660 faa Fast-acting, low-breaking capacity. Glass tube, nickel- : . Gepeinpian 
Axial Leaded, Very Fast Acting plated brass endcap construction. GMA-V series with jules 
@ MCPEP 0.375A 250V 375mA 50A 250VAC 95M6630 =a Bee ena able; go online ec @® AY 
@ MCPEP 0.5A 250V 500mA 50A 250VAC 956631 = 
@ MCPEP 1A 250V 1A 50A 250VAC 95M6632 = Voltage Price Each 
@ MCPEP 2A 250V 2A 50A 250VAC 956633, = Rating Breaking ea 
@ MCPEP 3A 250V 3A 50A 250VAC 956634 _ Mfg. Part No. Current _ VAC Capacity Stock No. 1-9+ 
@ MCPEP 4A 250V aA 50A 250VAC | 95M6635 = Smm x 20mm, 0.2” x 0.79”, Fast Acting 
@ MCPEP 5A 250V 5A 50A 250VAC |  95M6636 =D @ BKIGMA-63-R G3mA 250V 35A 48K9542 1.65 
PIM_116685 @ BK/GMA-100-R 100mA 250V 35A 48K9525 1.29 
> CONTINUED > 
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FUSES, RESETTABLE PTCS & GDTS @ Indicates RoHS Compliant 4] Find Datasheets Online 


ELECTRONIC CARTRIDGE FUSES 


FAST-ACTING 5 x 20mm GLASS FUSES (CONT.) TIME-DELAY 1/4 x 1-1/4” FUSES (CONT.) 
Voltage Price Each Voltage Price Each 
Rating Breaking Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ Mfg. Part No. Current VAC Capacity Stock No. 1-4+ 
5mm x 20mm, 0.2” x 0.79”, Fast Acting 6.3mm x 32mm, 1/4” x 1-1/4”, Time Delay 
@ BK/GMA-125-R 125mA 250V 35A 48K9526 0.97 BK/MDL-15/100 150mA 250V 35A 96C9437 am 
@ BK/GMA-200-R 200mA 250V 35A 48K9530 1.14 @ BK/MDL1-6/10-R 1.6A 250V 35A 48K9756 at 
@ BK/GMA-250-R 250mA 250V 35A 48K9531 dealt 6.4mm x 31.7mm, 1/4” x 1-1/4”, Time Delay 
@ BK/GMA-300-R 300mA 250V 35A 48K9535 1.10 @ BK/MDL-1/16-R 62.5mA 250V 35A 48K9759 9.20 
@ BK/GMA-315-R 315mA 250V 35A 48K9536 0.77 @ BK/MDL-1/10-R 100mA 250V 35A 48K9758 2.34 
@ BK/GMA-500-R 500mA 250V 35A 48K9539 0.82 @ BK/MDL-1/8-R 125mA 250V 35A 48K9762 LS 
@ BK/GMA-600-R 600mA 250V 35A 48K9541 2.60 @ BK/MDL-2/10-R 200mA 250V 35A 48K9772 5.34 
@ BK/GMA-750-R 750mA 250V 35A 48K9544 0.78 @ BK/MDL-1/4-R 250mA 250V 35A 48K9761 1.67 
@ BK/GMA-800-R 800mA 250V 35A 48K9546 0.62 @ BK/MDL-3/10-R 300mA 250V 35A 48K9778 1.28 
BK/GMA-1A 1A 250V 35A 46F039 = @ BK/MDL-3/8-R 375mA 250V 35A 48K9781 4.83 
© BK/GMA-1-R 1A 250V 35A 48K9523 0.54 @ BK/MDL-1/2-R 500mA 250V 35A 48K9760 122 
@ BK/GMA-1.25-R 1.25A 250V 100A 48K9520 0.45 @ BK/MDL-6/10-R 600mA 250V 35A 48K9788 1.08 
@ BK/GMA-1.5-R 1.58 250V 100A 48K9521 0.59 @ BK/MDL-7/10-R 700mA 250V 35A 48K9791 0.72 
@ BK/GMA-1.6-R 1.6A 250V 100A 48K9522 0.46 @ BK/MDL-3/4-R 750mA 250V 35A 48K9780 0.93 
@ BK/GMA-2-R 2A 250V 100A 48K9529 0.56 @ BK/MDL-8/10-R 800mA 250V 35A 48K9793 3.75 
@ BK/GMA-2.5-R 2.5A 250V 100A 48K9528 0.50 @ BK/MDL-1-R 1A 250V 35A 48K9752 1.22 
BK/GMA-3A 3A 250V 100A 46F045 = @ BK/MDL-1-1/4-R 1.254 250V 100A 48K9754 3.92 
© BK/GMA-3-R 3A 250V 100A 48K9534 0.56 @ BK/MDL-1-1/2-R 1.54 250V 100A 48K9753 1.19 
@ GMA-3-R 3A 250V 100A 50K8729 3.60 @ BK/MDL-2-R 2A 250V 100A 48K9768 0.93 
@ BKIGMA-3.15-R 3.15A 125V 10kA 48K9532 11.80 @ BK/MDL-2-1/2-R 2.5A 250V 100A 48K9769 1.22 
@ BK/GMA-3.5-R 3.5A 125V 10kA 48K9533 1.65 @ BK/MDL-2-8/10-R 2.8A 250V 100A 48K9771 2.59 
@ BK/GMA-4-R 4A 125V 10kA 48K9537 0.49 @ BK/MDL-3-R 3A 250V 100A 48K9775 0.93 
@ BKIGMA-5-R 5A 125V 10kA 48K9538 0.49 @ BK/MDL-3-2-10-R 3.2A 250V 35A 48K9777 4.25 
@ BK/GMA-6-R 6A 125V 10kA 48K9540 0.46 @ BK/MDL-3-1/2-R 3.5A 250V 35A 48K9776 0.93 
@ BK/GMA-7-R 7A 125V 200A 48K9543 0.79 @ BK/MDL-4-R 4A 250V 200A 48K9783 0.93 
@ BK/GMA-8-R 8A 125V 200A 48K9545 0.45 @ BK/MDL-5-R 5A 250V 200A 48K9785 0.93 
@ BK/GMA-10-R 10A 125V 200A 48K9524 0.49 © BK/MDL-6-R 6A 250V 200A 48K9786 1.22 
@ BK/GMA-15-R 15A 125V 150A 48K9527 0.54 @ BK/MDL-6-1/4-R 6.25A 250V 200A 48K9787 0.93 
PIM_2317 @ BK/MDL-7-R 7A 250V 200A 48K9789 0.93 
@ BK/MDL-7-1/2-R 7.5A 250V ia 48K9790 1.22 
FAST-ACTING 5 x 20mm CERAMIC FUSES Bussmann SSKMDESR BA ZN aus SIT 0183 
© Designed to IEC 60127-2 @ BK/MDL-9-R 9A 32V 1kA 48K9794 0.72 
© UL recognized (50mA and 315mA-10A) by E-TeN @ BK/MDL-10-R 10A 32V 1kA 48K9763 1.78 
© Semko (50mA, 160mA-10A) = RoHS @ BKIMDL-12-R 712A 32V 35A 48K9764 4.90 
© VDE (50mA, 160-315mA, 80mA-10A a Gein 
Fast-acting. Ceramic tube, nickel brass endcap (sma, , = Available S BKIMDLMSR 198 _ kA GS 5.46 
construction. Rated voltage: 250VAC. $501-V series with ss es A @ BK/MDL-20-R 20A 32V 1kA 48K9773 1.37 
0.02” x 1.5" (60mA-5A) and 0.03” (= 6.3A) copper tinned — PIM 2325 
axial leads also available; go online or call. = 
Ratig | Break pence Each TIME-DELAY 4/4 x 1-1/4” CERAMIC FUSES 
Mfg. Part No. Current VAC. Capacity Stock No. 41-9+ © UL listed (2/10-20A) B u ss m a n n 
5mm x 20mm, 0.2” x 0.79”, Fast Acting © UL recognized (25-30A) by E:TeN 
@ BK/S501-80-R 80mA 250V 1.5KA 48K9921 4.97 © CSA certified (2/10:154) <= RoHS 
EE Ceramic tube, nickel-plated brass endap construction. _ owt SepEimiian 
© BK/S501-100-R 100mA 250V TSKA a8K9008 3.47 MDA-V series with 0.032" x 1.5" (= 15A) and 0.04” x 1.5” Available 
@ BK/S501-160-R 160mA 250V 1.5kA 48K9906 3.47 (= 20A) copper tinned axial leads also available; go online \ = @) AY 
@ BK/S501-250-R 250mA 250V 1.5kA 48K9910 3.417 or call. “BK/” indicates packaged in bulk. 
@ BK/S501-500-R 500mA 250V 1.5kA 48K9917 2.30 Voltage Price Each 
@ BKIS501-2-R 2A 250V T.5KA 48K9908 4.53 v7 Rating Breaking 
g. Part No. Current VAC Capacity Stock No. 1-4+ 
@ BK/S501-2.5-R 2.5A 250V 1.5kKA 34P2527 1.72 6.3mm x 32mm, 1/4” x 1-414", Time Delay 
@ BKISSO1-3.15-R sally caus UR eskoot 0.75 @ BKIMDA-1-10-R 100mA 250V 35A 48K9683 774 
@ BKISSOIAR aA ZV Us oC 5.51 @ BKIMDA-2/10-R 200mA 250V 35A 48K9694 8.27 
@ BK/S501-5-R 5A 250V 1.5kKA 48K9915 1.45 OBKMDATAR | 250mA | 250v- | 35A~«|~SCK96B6 |e 
@ BKIS5O1-6.3R b.3A —_ tak eckoas 0.83 @ BKIMDA-4/10-R 400mA 250V 356A 48K9702 441 
@ BK/S501-8-R 8A 250V 1.5kKA 77K8439 4.67 “@BKMDA1/2R. | 500mA | 250v | 365A | 48K9685 | 230 
@ BKISSOI~10-R _ 250V tons AE = @ BKIMDA-6/10-R 600mA 250V 235A 48K9706 441 
PIM_85827 @ BK/MDA-8/10-R 800mA 250V 35A 48K9709 441 
— | 7 @ BK/MDA-1-R 1A 250V 35A 48K9679 2.40 
TIME-DELAY 1/4 x 1-1/4” FUSES B ussmann @ BK/MDA-1-1/4-R 1.25A 250V 100A 48K9681 441 
@ BK/MDA-1-1/2-R 1.5A 250V 100A 48K9680 5.74 
by E:TeN @ BK/MDA-1-6/10-R 1.6A 250V 100A 48K9682 441 
RoHS @ BK/MDA-2-R 2A 250V 100A 48K9691 1.73 
eo | Sepiimiin @ BK/MDA-2-1/2-R 2.58 250V 200A 48K9692 5.23 
@ A @ BK/MDA-3-R 3A 250V 200A 48K9697 177 
@ BK/MDA-3-2/10-R 3.2A 250V 200A 48K9698 4A 
ar oes iy © CSA Certified (1/16-8A) @ BK/MDA-4-R 4A 250V 200A 48K9701 2.30 
Glass tube, nickel-plated brass endcap construction. MDL-V series with 0.032” x 1.5” copper tinned axial leads BKMDASR | SA | 250V | 200A ARKO T0320 
available; go online or call. “BK/” indicates packaged in bulk. @ BK/MDA-6-R 6A 250V 200A 48K9704 “lrae} 
@ BK/MDA-6-1/4-R 6.25A 250V 200A 48K9705 7.14 
@ BK/MDA-7-R 7A 250V 200A 48K9707 2.67 
@ BK/MDA-8-R 8A 250V 200A 48K9708 173 
@ BK/MDA-10-R 10A 250V 200A 48K9688 215 
> CONTINUED > > CONTINUED > 
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FUSES, RESETTABLE PTCS & GDTS 


ELECTRONIC CARTRIDGE FUSES 


TIME-DELAY 1/4 x 1-1/4” CERAMIC FUSES (CONT.) FAST-ACTING 1/4 x 1-1/4” GLASS FUSES 
Voltage Price Each B u SS m a n n 
Rating Breaking a by E:TeN 
Mfg. Part No. Current VAC Capacity Stock No. 1-4+ : 
6.3mm x 32mm, 1/4” x 1-1/4”, Time Delay leo i Gepiinoiat 
@ BK/MDA-12-R 12A 250V 750A 48K9689 1 a wae 
@ BK/MDA-15-R 15A 250V 750A 48K9690 2.30 @) A 
@ BK/MDA-20-R 20A 250V 1.5kA 48K9695 2.03 ® ULlisted (= 10A) © CSA certified 
@ BK/MDA-25A-R 25A 250V 1.5kA 48K9696 mas © UL recognized (11-30A) 
@ BK/MDA-30A-R 30A 250V 48K9700 4.19 Fast-acting. Glass tube, nickel-plated brass endcap construction. AGC-V series with 0.032” x 1.5” copper 
tinned leads available; go online or call. 
aie Voltage Price Each 
” Mfg. Part No. Current rg eer Stock No. 1-9+ 
eee 4x1 CERAMIC BRITISHPLUG Bu SSMANN  Sanmxsamm, 1x 1-108" Fast Acting 
by E:T-N @ BK/AGC-1/10-R 100mA 250V 35A 48K9378 5.49 
RoHS @ BK/AGC-1/8-R 125mA 250V 35A 48K9382 1.54 
and om — compliant“ @ BKIAGC-15/100-R 150mA 250V 35A 48K9387 1.62 
eusee ‘ , Clon =a @ BK/AGC-3/16-R 187.5mA 250V 35A 48K9399 3.05 
" Glass Tube @ BK/AGC-2/10-R 200mA 250V 35A 48K9392 6.12 
@ BK/AGC-1/4-R 250mA 250V 35A 48K9381 1.44 
Ceramic Tube @ BK/AGC-3/10-R 300mA 250V 35A 48K9398 1.44 
© Asta, BSI approved © BS1362, IEC 269-34 @ BK/AGC-3/8-R 375mA 250V 35A 48K9401 1.10 
Fast/medium acting 8AG British plug top fuses. Ceramic tube, silver-plated copper end caps. Weight: 2.59. @ BK/AGC-4/10-R 400mA 250V 35A 48K9405 3.05 
Glass tube, electroplated brass endcap construction. Interrupting rating equals 10 times rated current. TDC10 @ BK/AGC-1/2-R 500mA 250V 35A 48K9380 0.92 
designed to British Standard BS2950A. @ BKIAGC-6/10-R 600mA 250V 35A 48K9411 1.85 
ee Sisain Price Each @ BK/AGC-3/4-R 750mA 250V 35A 48K9400 2.63 
Mfg. Part No. Current VAC. peti Stock No. 4-9+ © BK/AGC-8/10-R 800mA 250V 35A 48K9415 2.60 
6.3mm x 25.4mm, 1/4” x 1”, Fast Acting @ BK/AGC-1-R 1A 250V 35A, 48K9372 0.43 
BK/TDC180-3 3A 240V 6kA 52F7560 a @ BK/AGC-1-1/4-R 1.25A 250V 100A 48K9374 0.43 
@ 1DC180-5 5A 240V 6kA 91K6651 0.34 BK/AGC-1-1-2 1.5 250V 100A 28F058 —- 
BK/TDC180-10 140A 240V 6kA 52F7562 =n @ BK/AGC-1-1/2-R 1.5A 250V 100A 48K9373 0.43 
© BKITDC180-13 13A 240V 6kA 52F7563 1.83 @ BWAGC-1-6MO-R 16h oy 1004 SACO 0.43 
6.3mm x 32mm, 1/4” x 1-4/4”, Fast Acting @ BK/AGC-1-3/4-R 1.758 250V 400A 48K9375 1.26 
DC10 250MA 250mA TkV 25A O9WX6362 0.53 @ BKIAGC-1-840-R oe za 10h ae 1.26 
DC10 500MA 500mA 750V 5A 09WX6365 0.65 @ BK/AGC-2-R 2A 250V 100A 48K9389 0.43 
DC101A TA 350V TOA DOWX6352 nea @ BK/AGC-2-1/2-R 2.5A 250V 100A 48K9390 0.43 
DC10 5A 5A 250V 50A O9WX6364 0.50 @ BK/AGC-3-R 3A 250V 100A 48K9395 0.43 
6.3mm x 32mm, 1/4” x 1-114", Time Delay @ BK/IAGC-3-2/10-R 3.20 250V 200A 48K9397 0.38 
DC11 500MA 500mA 750V 5A 09WX6378 1.54 @ BK/AGC-3-1/2-R 3.5A 250V 100A 48K9396 0.66 
DCtI 3A 3A 250V 30A 09WX6376 ae @ BK/AGC-4-R 4A 250V 200A 48K9404 0.90 
PIM. 2491 @ BK/AGC-5-R 5A 250V 200A 48K9407 0.68 
- @ BK/AGC-6-R 6A 250V 200A 48K9409 0.68 
@ BK/AGC-6-1/4-R 6.25A 250V 200A 48K9410 0.68 
FAST-ACTING 1/4 x 1” GLASS FUSES B ussmann @ BKIAGC-7-R 7A 250V 200A 48K9412 2.53 
by ETN @ BK/AGC-7-1/2-R 7.5A 250V 200A 48K9413 0.91 
@ BK/AGC-8-R 8A 250V 200A 48K9414 242 
‘ = @) AL @ BK/AGC-9-R 9A 250V 200A 48K9416 2.30 
@ BK/AGC-10-R 10A 250V 200A 48K9383 0.80 
fee @ @ BK/AGC-12-R 12A 32V 1kA 48K9384 0.48 
@ BK/AGC-15-R 15A 32V 1kA 48K9386 0.48 
© ULlisted (= 5A) © BK = bulk packaging @ BK/AGC-20-R 20A 32V 1kA 48K9393 0.48 
@ UL recognized (6-20A) @ BK/AGC-25-R 25A 32V 1kA 48K9394 0.48 
Voltage Price Each @ BK/AGC-30-R 30A 32V 70A 48K9402 0.48 
Rating Breaking PIM 2419 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ = 
6.3mm x 25.4mm, 1/4” x 1”, Fast Acting 
BK/AGX-1-100 10mA 250V 35A 0749971 46.46 TIME-DELAY 5 x 20mm GLASS FUSES B ussmann 
BK/AGX-1-32 31.25mA 250V 35A, 07J9973 46.46 
BK/AGX-1-10 100mA 250V 35A, 96C9066 4.45 by E-T-N 
BK/AGX-1-4 250mA 250V 35A 96C9068 1.55 Fr Geetimoiat 
BK/AGX-4-10 400mA 250V 35A 9609072 2.61 is Available 
BKIAGX-1-2 500mA 250V 35A 96C9067 1.49 f a 4 = \¥ 
BK/AGX-1 1A 250V 100A 27F987 1.10 = = 
AGX-1-1/4 1.25A 250V 100A 0101281 3.23 : bs 
roa isk [av [oe armer [ ar Sein ccarirzcomton) Senate 
BK/AGX-2 2A 250V 100A 27F989 0.80 Time-Delay, low-breaking capacity. Glass tube, nickel-plated brass endcap construction. $506-V series with 
AGX-2-1/2 2.5A 125V 10kA 02/8548 3.23 0.02” x 1.5” copper tinned axial leads also available; go online or call. 
BK/AGX-3 3A 250V 10kA 94F2187 0.80 Voltage Price Each 
AGX-4 4A 125V 10kA 94F2484 3.23 Rating Breaking 
BKIAGX.5 BA 250V TOkKA 28F049 ot Mfg. Part No. current VAC Capacity Stock No. 1-9+ 
AGX6 6A 725V TkA 02/8553 eG 5mm x 20mm, 0.2” x 0.79”, Time Delay 
BKIAGX:T 7A T25V TkA 07/9977 0.59 @ BK/S506-32-R 32mA 250V 35A 48K9970 5.26 
BKIAGX-10 T0A 250V TkA 04F2186 058 @ BK/S506-80-R 80mA 250V 35A 48K9980 6.44 
BKIAGX-15 T5A 32V TkA 028547 0.55 ads celal =_ dl an nie so 
@ BK/S506-125-R 125mA 250V 35A, 48K9963 31.66 
decas © BKIS506-160-R 160mA 250V 35A 48K9964 11 
@ BK/S506-200-R 200mA 250V 35A 48K9967 4.16 
> CONTINUED > 
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TIME-DELAY 5 x 20mm GLASS FUSES (CONT.) 


Voltage Price Each Voltage Price Each 
Rating Breaking Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
5mm x 20mm, 0.2” x 0.79”, Time Delay 5mm x 20mm, 0.2” x 0.79”, Time Delay 
@ BK/S506-250-R 250mA 250V 35A 48K9968 136 @ BK/GMD-500-R 500mA 250V 35A 48K9641 1.44 
@ BK/S506-315-R 315mA 250V 35A 51K9904 2.89 @ BK/GMD-800-R 800mA 250V 35A 48K9645 3.52 
@ BK/S506-400-R 400mA 250V 35A 48K9973 5.57 @ BK/GMD-1-R 1A 250V 35A 48K9629 1.44 
@ BK/S506-500-R 500mA 250V 35A 48K9976 eile @ BK/GMD-1.2-R 1.2A 250V 100A 48K9625 3.08 
@ BK/S506-630-R 630mA 250V 35A 48K9979 2.59 @ BK/GMD-1.5-R 1.5A 250V 100A 48K9627 1.02 
@ BK/S506-800-R 800mA 250V 35A 48K9981 4.79 @ BK/GMD-2-R 2A 250V 100A 48K9633 0.86 
@ BK/S506-1-R 1A 250V 35A 48K9961 1.00 @ BK/GMD-2.5-R 2.5A 250V 100A 48K9632 0.44 
@ BK/S506-2-R 2A 250V 35A 48K9966 AA) @ BK/GMD-3-R 3A 250V 100A 48K9636 1.66 
@ BK/S506-3.15-R 3.15A 250V 35A 48K9969 0.89 @ BK/GMD-4-R 4A 250V 200A 48K9639 2.04 
@ BK/S506-4-R 4A 250V 40A 48K9971 0.96 PIM. 85661 
@ BK/S506-5-R 5A 250V 50A 48K9974 0.96 
@ BK/S506-6.3-R 6.3A 250V 63A 48K9977 0.89 ” 
ane VERY FAST-ACTING 1/4 x 1-1/4” CERAMIC FUSES B ussmann 
by F-TeN 
UL Gmeat 5 x 20mm GLASS FUSES B ussmann Sau et 
e i: * 
e cau ee by E-TeM ‘ie A G 
Medium time-delay, low-breaking capacity. Glass tube, Compliant e 5 : Z 
nickel-plated brass endcap construction. GMC-V series @co=— | ¥E = Very fast acting. Ceramic tube, nickel-plated brass endcap construction. 
with 0.02" x 1.5” copper tinned axial leads also available; job Voltage Price Each 
go online or call. —_ Rating Breaking aaah 
Voltage Price Each Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
Rating Breaking ——— 6.3mm x 32mm, 1/4” x 1-1/4”, Very Fast Acting 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ @ BK/GBB-2-R 2A 250V 200A 48K9485 3.24 
5mm x 20mm, 0.2” x 0.79”, Time Delay @ BK/GBB-3-R 3A 250V 200A 48K9487 3.24 
@ BK/GMC-63-R 63mA 250V 35A 48K9599 4.23 @ BK/GBB-4-R 4A 250V 200A 48K9489 19.65 
@ BK/GMC-80-R 80mA 250V 35A 48K9604 6.01 @ BK/GBB-8-R 8A 250V 200A 48K9491 14.85 
@ BK/GMC-100-R 100mA 250V 35A 48K9580 4.06 @ BK/GBB-9-R 9A 250V 200A 48K9492 11.75 
@ BK/GMC-125-R 125mA 250V 35A 48K9581 3.61 @ BK/GBB-10-R 10A 250V 200A 48K9481 41.75 
@ BK/GMC-150-R 150mA 250V 35A 48K9582 3.98 @ BK/GBB-12-R 12A 250V 200A 48K9482 alles} 
@ BK/GMC-200-R 200mA 250V 35A 48K9585 7.42 @ BK/GBB-15-R 15A 250V 200A 48K9483 13.50 
@ BK/GMC-250-R 250mA 250V 35A 48K9586 eOv @ BK/GBB-20-R 20A 250V 200A 48K9486 21.11 
@ BK/GMC-315-R 315mA 250V 35A 48K9591 5.03 @ BK/GBB-30-R 30A 250V 200A 48K9488 13.94 
@ BK/GMC-500-R 500mA 250V 35A 48K9595 1.22 PIM_2324 
@ BK/GMC-600-R 600mA 250V 35A 48K9598 2.30 
ball lla _ — = eee 323 FAST-ACTING 1/4 x 1-1/4” CERAMIC FUSES B 
BK/GMC-800MA 800mA 250V 36A 871595 = © UL Listed (1/4-15A) ussmann 
@ BK/GMC-1-R 1A 250V 35A 48K9578 1.00 @uL Recognized (20-30A) by E:T-N 
@ BKIGMC-1.25-R 1.25A 250V 100A 48K9575 0.48 ‘ onan Aika aeons ; RoHS 
eexoucise [tse [ov [oon | areers [tat ea, Sean umole Dian One @ ad 
@ BK/GMC-1.6-R 1.6A 250V 100A 48K9577 3.23 (20-30A) copper tinned axial leads also available; go online ) Al 
@ BK/GMC-2-R 2A 250V 100A 48K9584 1.11 or call. 
@ BK/GMC-2.5-R 2.5A 250V 100A 48K9583 14.24 hin sia Price Each 
ssouees fe ee fe grate | cos |? | | ta | 
@BKIGMC-35R 3.5A 125V TOKA 48K9588 AG SUR SI eas as 
: = @ BK/ABC-1/4-R 250mA 250V 35A 48K9318 3.30 
eahONerR an add ie ase? Oise @ BK/ABC-1/2-R 500mA 250V 35A 48K9317 1.68 
@ BK/GMC-5-R 5A 125V 10kA 48K9594 1.05 @ BKIABC-3/4A.R 750mA 250V 3A 48K9328 DAB 
@ BK/GMC-6-R 6A 125V 10kA 48K9597 1.00 @EKABC-LR TA 50V 735A 48K9315 Te 
SEKGMCO TS = = ” sees OEE @ BKIABC-1-1/2.R 15A 250V 100A 48K9316 1.33 
@ BK/GMC-7-R 7A 125V 200A 48K9601 7.63 @ BKABC-2R 2A 250V 100A 78K9323 147 
SEWOMCER on a ze ABKS608 29 @ BK/ABC-2-1/2-R 2.5A 250V 100A 48K9324 2.60 
SEWONC IO “ ue ms ba liclk 200 @ BKIABC-3-R 3A 250V TO0A 48K9327 1.17 
PIM 2318 @ BK/ABC-4-R 4A 250V 200A 48K9330 3.02 
@ BK/ABC-5-R 5A 250V 200A 48K9331 0.95 
TIME-DELAY 5 x 20mm GLASS FUSES B ussmann @ BK/ABC-6-R 6A 250V 200A 48K9332 3.57 
: ew Sa iN ; @ BK/ABC-7-R 7A 250V 200A 48K9333 4.99 
cari aa by F-TeN BK/ABC-8 BA 250V 200A 27F956 = 
Time-delay, low-breaking capacity. Glass tube, nickel- Ose @ BK/ABC-8-R 8A 250V 200A 48K9334 1.18 
plated brass endcap construction. GMD-V series with @o-=) sp & Available @ BK/ABC-10-R 10A 250V 200A 48K9319 1.35 
ee tinned axial leads also available; go _ @) A @ BK/ABC-12-R 12A 250V 750A 48K9320 1.61 
@ BK/ABC-15-R 15A 250V 750A 48K9321 1.32 
Voltage . Price Each @ BK/ABC-18-R 18A 250V 400A 48K9322 4.34 
Mfg. Part No. Current Pity bei Stock No. 1-9+ @ BK/ABC-20-R 20A 250V 400A 48K9325 1.98 
5mm x 20mm, 0.2” x 0.79”, Time Delay @ BK/ABC-25-R 25A 125V 1kA 48K9326 1.38 
@ BK/GMD-125-R 425mA 250V 35A 48K9630 275 @ BK/ABC-30-R 30A 250V 1kA 48K9329 1.38 
@ BK/GMD-150-R 150mA 250V 35A 48K9631 4.63 PIM_2422 
@ BK/GMD-200-R 200mA 250V 35A 48K9634 0.85 
@ BK/GMD-250-R 250mA 250V 35A 48K9635 3.64 
@ BK/GMD-300-R 300mA 250V 35A 48K9637 4.22 
> CONTINUED > 
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CoE ERES FAST-ACTING 5 x 20mm GLASS Bu ssmann 
by F:TeN 


RoHS _ 
Compliant 
Available 


GDB series glass, 250V, low-interrupting fuses meet IEC 127, Sheet 2. Other amp ratings also available; go 
online or call. 


Voltage Price Each 
Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
5mm x 20mm, 0.2” x 0.79”, Fast Acting 
BK/GDB-80MA 80mA 250V 35A 46F079 3.94 
BK/GDB-100MA 100mA 250V 35A 46F080 4.02 
BK/GDB-160MA 160mA 250V 35A 9609172 2.85 
BK/GDB-200MA 200mA 250V 35A 9609173 3.92 
BK/GDB-250MA 250mA 250V 35A 46F084 6.01 
BK/GDB-315MA 315mA 250V 35A 46F085 2.85 
BK/GDB-500MA 500mA 250V 35A 46F087 0.34 
BK/GDB-630MA 630mA 250V 35A 46F088 = 
BK/GDB-1A 1A 250V 35A 46F090 4.88 
BK/GDB-1-6A 1.6A 250V 35A 46F092 0.65 
BK/GDB-2A 2A 250V 35A 46F093 42.30 
BK/GDB-2-5A 2.5A 250V 35A 46F094 = 
BK/GDB-3-15A 3.15A 250V 35A 46F095 0.75 
BK/GDB-4A 4A 250V 40A 46F096 4.79 
BK/GDB-5A 5A 250V 50A 46F097 58.38 
BK/GDB-6-3A 6.3A 250V 63A 46F098 42.30 
PIM_2315 
* x 
oe FAST-ACTING 5 x 20mm CERAMIC Bussmann 
by F-TeN 


RoHS _ 
Compliant 
Available 


GDA series ceramic, high-interrupting fuses are rated 250V. Meet IEC 127, Sheet 1. UL recognized. 


Voltage Price Each 
Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
5mm x 20mm, 0.2” x 0.79”, Fast Acting 
BK/GDA-500MA 500mA 250V 1.5kA 46F063 2.33 
BK/GDA-630MA 630mA 250V 1.5kKA 46F064 5.13 
BK/GDA-1A 1A 250V 1.5kA 46F066 2.18 
BK/GDA-1-6A 1.6A 250V 1.5kA 2906344 4.55 
BK/GDA-2A 2A 250V 1.5kA 46F069 3.18 
@ BK/S501-2.5-R 2.5A 250V 1.5kA 34P2527 1.72 
BK/GDA-3-15A 3.15A 250V 1.5kA 46F071 1.50 
BK/GDA-4A 4A 250V 1.5kA 46F072 2.39 
BK/GDA-5A 5A 250V 1.5kA 46F073 3.15 
BK/GDA-6-3A 6.3A 250V 1.5kA 46F074 2.27 
PIM_2314 
GDC SERIES TIME-LAG 5 x 20mm GLASS FUSES Bussmann 


by F-TeN 


= RoHS _ 

ey, Compliant 
a Available 
i 


GDC series fuses rated 250V. Meet IEC 127, Sheet 3. 


Voltage Price Each 
Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
5mm x 20mm, 0.2” x 0.79”, Time Delay 
@ BK/S506-160-R 160mA 250V 35A 48K9964 4.11 
@ BK/S506-200-R 200mA 250V 35A 48K9967 4.16 
@ BK/S506-250-R 250mA 250V 35A 48K9968 1.35 
@ BK/S506-315-R 315mA 250V 35A 51K9904 2.89 
@ BK/S506-400-R 400mA 250V 35A 48K9973 5.57 
BK/GDC-500MA 500mA 250V 35A 46F111 4.44 
> CONTINUED > 
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GDC SERIES TIME-LAG 5 x 20mm GLASS FUSES (CONT.) 


Voltage Price Each 
Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
5mm x 20mm, 0.2” x 0.79”, Time Delay 
BK/GDC-630MA 630mA 250V 35A 46F112 3.89 
BK/GDC-1A 1A 250V 35A 46F114 2.00 
BK/GDC-1-25A 1.25A 250V 35A 46F115 3.89 
BK/GDC-1-6A 1.6A 250V 35A 46F116 7.03 
BK/GDC-2A 2A 250V 35A 46F117 1.84 
BK/GDC-2-5A 2.5A 250V 35A 46F118 1.50 
BK/GDC-3.15A 3.15A 250V 35A 46F119 2.14 
BK/GDC-4A 4A 250V 40A 46F120 2.32 
BK/GDC-5A 5A 250V 50A 46F121 2.00 
BK/GDC-6-3A 6.3A 250V 63A 46F122 1.96 
PIM_2316 


5x20MM SLO-BLO® AXIAL LEADED FUSES 


© Ceramic body cartridge 

© Meets IEC 60127-2 spec. for time-lag fuses 
@ UL recognized (1A- 10A) 

© CSA certified (1A- 10A) 
e 
e 
e 


F/4 Littelfuse 


Expertise Applied | Answers Delivered 


RoHS — 
Compliant 
Available 


VDE approved (1A - 8A) 
CE compliant (1A — 10A) 


Voltage Rating 250V Al @ 
ty 
J 
Y 
Voltage Price Each 
Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
5mm x 20mm, 0.2” x 0.79”, Time Delay 
@ 0215001.MXESPP 1A 250V 1.5kA 84R9169 0.37 
@ 02151.25MXESPP 1.25A 250V 1.5kA 84R9178 0.37 
@ 021501.6MXESPP 1.6A 250V 1.5kA 84R9174 0.36 
@ 021502.5MXESPP 2.5A 250V 1.5kA 84R9176 0.44 
@ 02153.15MXESPP 3.15A 250V 1.5kA 84R9179 0.27 
@ 0215004.MXESPP 4A 250V 1.5kA 84R9171 0.36 
@ 0215005.MXESPP 5A 250V 1.5kA 84R9172 0.37 
@ 021506.3MXESPP 6.3A 250V 1.5kA 84R9177 0.36 
@ 0215008.MXESPP 8A 250V 1.5kA 84R9173 0.42 
@ 0215010.MXESPP 10A 250V 1.5kA 84R9175 0.45 


PIM_189897 


217 SERIES 5 x 20mm FAST-ACTING CARTRIDGE . : 
TYPE FUSES = Ae Littelfuse 


) Expertise Applied | Answers Delivered 
RoHS 
Compliant 
Available 

WG 


217 series fast-acting glass fuses. Designed to IEC 127, Sheet 2. UL recognized, CSA certified, SEMKO 
approved through 6.3 amps; BSI approved 0.4 to 6.3 amps. 


Voltage Price Each 
Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
5mm x 20mm, 0.2” x 0.79”, Fast Acting 
@ 0217002.TXP 2A 250V 35A 50M5587 0.42 
@ 0217004.P 4A 250V 40A 50M5588 0.42 
@ 021706.3P 6.3A 250V 63A 50M5594 0.42 
@ 0217015.P 15A 250V 150A 50M5592 0.42 
5mm x 20mm, 0.2” x 0.79”, Fast Acting, Unleaded 
@ 0217.032HXP 32mA 250V 35A 26K7972 2.35 
@ 0217.063HXP 63mA 250V 35A 26K7977 2.35 
@ 0217.250MXP 250mA 250V 35A 42K9348 1.33 
@ 0217.500HXP 500mA 250V 35A 26K7995 0.45 
@ 0217.800HXP 800mA 250V 35A 26K7999 0.45 
@ 02171.25HXP 1.25 250V 35A 26K8022 0.45 
@ 021701.6HXP 1.6A 250V 35A 26K8011 0.16 
@ 0217002.HXP 2A 250V 35A 26K8003 0.45 
@ 021702.5HXP 2.5A 250V 35A 26K8018 0.45 
@ 02173.15HXP 3.15A 250V 35A 26K8024 0.25 
> CONTINUED > 
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217 SERIES 5 x 20mm FAST-ACTING CARTRIDGE TYPE FUSES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


3AB SLO-BLO® CARTRIDGE FUSES (CONT.) 


Voltage Price Each Voltage Price Each 
Rating Breaking Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
5mm x 20mm, 0.2” x 0.79”, Fast Acting, Unleaded 6.3mm x 32mm, 1/4” x 1-1/4”, Slow Blow 
@ 0217004.HXP 4A 250V 40A 26K8005 0.45 @ 0326020.HXP 20A 250V 1.5kA 26K8702 2.25 
@ 0217005.HXP 5A 250V 50A 26K8007 0.25 @ 0326025.HXP 25A 250V 400A 26K8703 2.25 
@ 021706.3HXP 6.3A 250V 63A 26K8020 0.45 @ 0326030.HXP 30A 250V 400A 26K8705 2.25 
@ 0217008.HXP 8A 250V 80A 26K8009 0125) PIM_85692 
@ 0217010.HXP 10A 250V 100A 26K8013 0.45 
PIM_9172 


FAST-ACTING 3AB ELECTRONIC 


RoHS . é 
deocrven Wd Littelfuse 


CARTRIDGE FUSES 
Expertise Applied | Answers Delivered 
ne 
Leaded C € 
© 6.3x 32mm @ Axial leaded (38.1 mm single lead length) 
© Ceramic body 
Voltage Price Each 
Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
6.3mm x 32mm, 1/4” x 1-1/4”, Fast Acting 
@ 0505010.MXEP 10A 450V 20kA 01P9411 2.28 
@ 0505012.MXEP 12A 450V 20kA 56P4453 2.21 
@ 0505015.MXEP 15A 500V 20kA 01P9413 1.73 
@ 0505016.MXEP 16A 500V 50kA 01P9415 3.56 
@ 0505020.MXEP 20A 500V 30kA 01P9417 5.74 
@ 0505025.MXEP 25A 500V 30kA 01P9419 6.49 
@ 0505030.MXEP 30A 500V 30kA 01P9421 7.22 
PIM_175892 


Compliant id Littelfuse 


Available 


© CSA certified (250mA - 30A) 
© CE compliant (10mA - 30A) 


3AB SLO-BLO® CARTRIDGE FUSES gepiem 


Expertise Applied | Answers Delivered 


OW 


UV Rheiniand 
© UL listed (250mA - 10A) 
@ UL recognized (12A - 30A) 


3AB SLO-BLO® AXIAL-LEAD pos : , 
TYPE FUSES [; \ Seo rian Pid Littelfuse 


Expertise Applied | Answers Delivered 
TUV Rheinland 


Sp>——___ oW 


© CSA Certified (0.250A - 30A) 
© CE Compliant (0.010A - 30A) 


@ UL Listed (0.250A - 10A) 
@ UL Recognized (12A - 30A) 


3AB slo-blo axial-lead fuses permits higher interrupting rating and voltage rating. Ideal for applications where 
high current loads are expected. Ceramic body. Available rating: 0.010 to 30A. Interrupting rating: 0.250-20A, 
10,000A at 125 VAC, 25-30A at 400A at 250 VAC, 0.010-3.2A , 100A at 250 VAC, 4-20A, 400A at 250 VAC, 
0.250-3A 10KA at 125VDC,12-30A 600A at 125VDC. RoHS compliant. 
Voltage Price Each 
Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
6.3mm x 32mm, 1/4” x 1-1/4”, Slow Blow 
@ 0325.500HXP 500mA 250V 100A 26K8643 93) 
@ 0325001.HXP 1A 250V 100A 26K8648 1.93 
@ 032501.5HXP 1.5 250V 100A 26K8656 1.93 
@ 0325002.HXP 2A 250V 100A 26K8649 1.93 
@ 0325005.HXP 5A 250V 400A 26K8652 1.93 
@ 0325008.HXP 8A 250V 400A 26K8654 1.93 
@ 0325010.HXP 10A 250V 400A 26K8658 1.93 
@ 0325012.HXP 12A 250V 400A 26K8659 93) 
@ 0325015.HXP 15A 250V 400A 26K8660 1.16 
@ 0325020.HXP 20A 250V 1.5kA 26K8663 ei 
PIM_85691 


3AG SLO-BLO® CARTRIDGE FUSES 
© ULlisted (0.010 - 8A) 

© CSA certified (0.010 - 8A) 

@ UL recognized (10 - 30A) 

© CE compliant 

313P series 3AG Slo-Blo® fast-acting cartridge 
fuses meet a broad range of circuit protection 
applications. Glass body. Available ratings: 0.010 to 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 

— epeine r 
— — ompliant 
By yo Available 


high curentoad are expecta Ceramic ot, Avaliable rang: 0.01010 0A Iiemuping ans: 0280-208, S08 Ee Oe) eae arte Nata 
10,000A at 125 VAC, 25-30A at 400A at 250 VAC, 0.010-3.2A , 100A at 250 VAC, 4-20A, 400A at 250 VAC, : : ad S 
0.250-3A at 10KA at 125VDC,12-30A at 600A at 125VDC. Voltage Price Each 
pee Breaking WericeiEschi Mfg. Part No. Current ey Cree Stock No. 1-9+ 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 6.3mm x 32mm, 1/4” x 1-1/4”, Slow Blow 
6.3mm x 32mm, 1/4” x 1-1/4”, Slow Blow @ 0313.010HXP 10mA 250V 35A 26K8460 5.08 
@ 0326.010HXP 10mA 250V 100A 26K8669 3.04 @ 0313.031HXP 31mA 250V 35A 26K8471 5.08 
@ 0326.100HXP 100mA 250V 100A 26K8672 3.04 @ 0313.040HXP 40mA 250V 35A 26K8461 5.08 
@ 0326.200HXP 200mA 250V 100A 26K8677 1.38 @ 0313.062HXP 62.5mA 250V 35A 26K8462 2.85 
@ 0326.250HXP 250mA 250V 100A 26K8678 2.25 @ 0313.100HXP 100mA 250V 35A 26K8463 2.85 
@ 0326.300HXP 300mA 250V 100A 26K8679 1.40 @ 0313.125HXP 125mA 250V 35A 26K8464 2.85 
@ 0326.400HXP 400mA 250V 100A 26K8681 1.40 @ 0313.150HXP 150mA 250V 35A 26K8465 2.85 
@ 0326.500HXP 500mA 250V 100A 26K8682 — @ 0313.175HXP 175mA 250V 35A 26K8466 1.02 
@ 0326.600HXP 600mA 250V 100A 26K8683 1.40 @ 0313.187HXP 187.5mA 250V 35A 26K8467 1.00 
@ 0326.750HXP 750mA 250V 100A 26K8685 1.40 @ 0313.200HXP 200mA 250V 35A 26K8468 1.64 
@ 0326.800HXP 800mA 250V 100A 26K8686 1.40 @ 0313.250HXP 250mA 250V 35A 26K8469 0.94 
@ 0326001.HXP 1A 250V 100A 26K8687 1.29 @ 0313.250MXP 250mA 250V 35A 42K9656 0.90 
@ 03261.25HXP 1.25A 250V 100A 26K8706 1.40 @ 0313.300HXP 300mA 250V 35A 26K8470 1.64 
@ 032601.5HXP 1.5A 250V 100A 26K8695 2.25 @ 0313.375HXP 375mA 250V 35A, 26K8472 1.64 
@ 0326002.HXP 2A 250V 100A 26K8688 225 @ 0313.400HXP 400mA 250V 35A 26K8473 1.64 
@ 032602.5HXP 2.5A 250V 100A 26K8700 1.40 @ 0313.500HXP 500mA 250V 35A 26K8474 1.26 
@ 0326003.HXP 3A 250V 100A 26K8689 2.25 @ 0313.500MXP 500mA 250V 35A 42K9660 1.21 
@ 032603.2HXP 3.2A 250V 100A 26K8704 0.84 @ 0313.600HXP 600mA 250V 35A, 26K8475 1.26 
@ 0326004.HXP 4A 250V 400A 26K8690 1.29 @ 0313.700HXP 700mA 250V 35A, 26K8476 1.58 
@ 0326005.HXP 5A 250V 400A 26K8691 1.29 @ 0313.750HXP 750mA 250V 35A 26K8477 0.72 
@ 0326005.MXP 5A 250V 400A 42K9876 0.98 @ 0313.800HXP 800mA 250V 35A 26K8478 0.80 
@ 03266.25HXP 6.25A 250V 400A 26K8707 2.25 @ 0313001.HXP 1A 250V 35A 26K8479 0.72 
@ 0326007.HXP 7A 250V 400A 26K8692 1.29 @ 0313001.MXP 1A 250V 35A 42K9665 0.69 
@ 0326008.HXP 8A 250V 400A 26K8693 2.25 @ 031301.2HXP 1.2A 250V 100A 26K8486 0.80 
@ 0326010.HXP 10A 250V 400A 26K8697 225 @ 03131.25HXP 1.25A 250V 100A 26K8500 1.30 
@ 0326010.MXP 10A 250V 400A 42K9882 1.23 @ 031301.5HXP 1.5A 250V 100A 26K8487 0.72 
@ 0326012.HXP 12A 250V 400A 26K8698 1.29 @ 031301.6HXP 1.6A 250V 100A 26K8488 1.26 
@ 0326015.HXP 15A 250V 400A 26K8699 2.25 @ 031301.8HXP 1.8A 250V 100A 26K8489 0.80 
> CONTINUED > > CONTINUED > 
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3AG SLO-BLO® CARTRIDGE FUSES (CONT.) 312P SERIES 3AG FAST-ACTING CARTRIDGE FUSES (CONT.) 
Voltage Price Each Voltage Price Each 
Rating Breaking Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
6.3mm x 32mm, 1/4” x 1-1/4”, Slow Blow 6.3mm x 32mm, 1/4” x 1-1/4”, Fast Acting 
@ 0313002.HXP 2A 250V 100A 26K8480 0.72 @ 0312.062HXP 62mA 250V 35A 26K8431 3.30 
@ 0313002.MXP 2A 250V 100A 42K9666 AeA @ 0312.100HXP 100mA 250V 35A 26K8432 2.74 
@ 03132.25HXP 2.25A 250V 100A 26K8501 0.78 @ 0312.125HXP 125mA 250V 35A 26K8433 1.99 
@ 031302.5HXP 2.5A 250V 100A 26K8493 0.72 @ 0312.150HXP 150mA 250V 35A 26K8434 1.88 
@ 031302.8HXP 2.8A 250V 100A 26K8494 0.80 @ 0312.175HXP 175mA 250V 35A 26K8435 1.19 
@ 0313003.HXP 3A 250V 100A 26K8481 _ @ 0312.187HXP 187.5mA 250V 35A 26K8436 4.23 
@ 0313003.MXP 3A 250V 100A 42K9667 0.69 @ 0312.200HXP 200mA 250V 35A 26K8437 1.92 
@ 031303.2HXP 3.2A 250V 100A 26K8497 1.26 @ 0312.250HXP 250mA 250V 35A 26K8438 0.98 
@ 0313004.HXP 4A 250V 200A 26K8482 1.46 @ 0312.300HXP 300mA 250V 35A 26K8439 3.19 
@ 0313004.MXP 4A 250V 200A 42K9668 1.39 @ 0312.375HXP 375mA 250V 35A 26K8440 0.89 
@ 0313005.HXP 5A 250V 200A 26K8483 1.46 @ 0312.500HXP 500mA 250V 35A 26K8441 0.49 
@ 0313005.MXP 5A 250V 200A 42K9669 0.79 @ 0312.600HXP 600mA 250V 35A 26K8442 0.78 
@ 03136.25HXP 6.25A 250V 200A 26K8502 0.83 @ 0312.750HXP 750mA 250V 35A 26K8443 0.48 
@ 031306.3HXP 6.3A 250V 200A 26K8499 0.43 @ 0312001.HXP 1A 250V 35A 26K8444 0.26 
@ 0313007.HXP 7A 250V 200A 26K8484 0.83 @ 03121.25HXP 1.25A 250V 100A 26K8457 0.48 
@ 0313008.HXP 8A 250V 200A 26K8485 1.46 @ 031201.5HXP 1.5 250V 100A 26K8452 0.48 
@ 0313010.HXP 10A 32V 300A 26K8490 1.46 @ 031201.6HXP 1.6 250V 100A 26K8453 0.48 
@ 0313012.HXP 12A 32V 300A 26K8491 1.46 @ 03121.75HXP 1.75A 250V 100A 26K8458 0.31 
@ 0313015.HXP 15A 32V 300A 26K8492 1.46 @ 031201.8HXP 1.8A 250V 100A 26K8454 0.32 
@ 0313020.HXP 20A 32V 300A 26K8495 1.05 @ 0312002.HXP 2A 250V 100A 26K8445 0.49 
@ 0313025.HXP 25A 32V 300A 26K8496 1.83 @ 03122.25HXP 2.25A 250V 100A 26K8459 0.32 
@ 0313030.HXP 30A 32V 300A 26K8498 1.83 @ 031202.5MXP 2.5A 250V 100A 26K8456 0.25 
PIM_85685 @ 0312003.HXP 3A 250V 100A 26K8446 1.64 
@ 0312004.HXP 4A 250V 200A 26K8447 0.26 
3AB FAST-ACTING CARTRIDGE FUSES . é @ 0312005.HXP 5A 250V 200A 26K8448 0.48 
250 VAC Littelfuse @ 0312008.HXP 6A 250V 200A 26K8449 0.48 
© ULlisted (0.3754 - 15A) Expertise Applied | Answers Delivered @ 0312007.HXP 7A 250V 200A 26K8450 0.26 
@ UL recognized (15A - 30A) ie © 0312008 HXP BA 250V 200A 26K8451 0.26 
© CSA certified (0.375A - 20A) Compliant A 2 
© CE compliant (0.375A - 30A) © AW @ 0312010.HXP 10A 250V 200A 26K8455 0.26 
3AB fast-acting cartridge fuses permit higher @ — @ 0312015.HXP 15A 32V 300A 93K3657 0.85 
interrupting rating and voltage rating. Ideal for Ss" zp SReAA 
applications where high-current loads are expected. “ = 
Ceramic body. Available ratings: 0.375 to 30A. 
Interrupting ratings: 0.375-20A, 10,000A at 125 VAC, 0.375-0.75A , 35A at 250 VAC, 1-3A, 100A at 250 VAC, a RoHS 
4-15A, 750A at 250VAC, 20A, 1,000A at 250VAC, 200A at 300 VAC, 25-30A, 100A at 250 VAC. 5 x 20mm FAST-ACTING CARTRIDGE Gein Littelf Se 
= FUSES Se roi u 
Voltage Price Each 
Rating Breaking -————— Expertise Applied | Answers Delivered 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ ro oT \ qT} 
6.3mm x 32mm, 1/4” x 1-1/4”, Fast Acting : W a) 
© 0314.500HXP 500mA 250V 35A 26K8506 1.24 cae —s ss C €E 
@ 0314.750HXP 750mA 250V 35A 26K8507 0.78 if BS | 
@ 0314001.HXP 1A 250V 100A 26K8508 1.24 ee ¥y © 
@ 0314002.HXP 2A 250V 100A 26K8509 1.24 . 
© 0314002.MXP 2A 250V 100A 25R5398 ae  apenenail ee Neate becieouaiits 
rr >| @ 32mA to 15A current ratings @ Designed to international standards 
@ 0314003,HXP 7 poll anh ZEAL 1.24 @ 250V voltage rating © Meets the IEC 60127-2, Sheet 2 specifications for 
@ 0314004.HXP 4A 250V 750A 26K8511 1.24 © 354 interrupting rating fast-acting fuses 
@ 0314005.HXP 5A 250V 750A 26K8512 0.70 UL recognized (32mA - 10A), CSA certified (32mA - 6.3A), CE compliant (32mA - 15A), British BSI licence 
@ 0314006.HXP 6A 250V 750A 26K8513 4.24 (400mA - 6.3A) SEMKO approved (32mA - 6.3A). More axial lead current ratings available; go online or call. 
© 0314007. HXP 7A 250V 750A 26K8514 1.24 Soldiinpulks ae ——- 
foltage rice Eacl 
@ 0314008.HXP 8A 250V 750A 26K8515 1.24 Rating Breaking ss 
@ 0314008.MXP 8A 250V 750A 25R5404 isilz Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
@ 0314010.HXP 10A 250V 750A 26K8516 1.24 5mm x 20mm, 0.2” x 0.79”, Fast Acting, Leaded 
@ 0314012.HXP 12A 250V 750A 26K8517 1.24 @ 0217001.MXEP 1A 250V 35A 26K8000 0.54 
@ 0314015.HXP 15A 250V 750A 26K8518 1.24 5mm x 20mm, 0.2” x 0.79”, Fast Acting, Unleaded 
@ 0314015.MXP 15A 250V 750A 42K9704 1.17 @ 0217.032HXP 32mA 250V 35A 26K7972 235) 
@ 0314020.HXP 20A 250V 1kA 26K8519 1.81 @ 0217.050HXP 50mA 250V 35A 26K7975 eS 
@ 0314020.MXP 20A 250V 1kA 42K9705 1.72 @ 0217.063HXP 63mA 250V 35A 26K7977 PUSS) 
@ 0314025.HXP 25A 250V 100A 26K8520 1.04 @ 0217.080HXP 80mA 250V 35A 26K7979 1.40 
@ 0314030.HXP 30A 250V 100A 26K8521 1.81 @ 0217.100HXP 100mA 250V 35A 26K7981 1.40 
@ 0314030.MXP 30A 250V 100A 25R5409 0.34 @ 0217.125HXP 125mA 250V 35A 26K7983 1.40 
PIM_85686 @ 0217.160HXP 160mA 250V 35A 26K7985 1.40 
@ 0217.200HXP 200mA 250V 35A 26K7987 1.40 
312P SERIES 3AG FAST-ACTING @ 0217.250HXP 250mA 250V 35A 26K7989 1.40 
Sep liant 
CARTRIDGE FUSES Soot ed Littelfuse © 0217.250MXP 250mA 250V 36A 42K9348 1.33 
@ UL listed (8 - 30A) Expertise Applied | Answers Delivered @ 0217.315HXP 315mA 250V 35A 26K7991 0.51 
© CSA certified (8 - 30A) @ 0217.400HXP 400mA 250V 35A 26K7993 
@ CE compliant = ORG & a2: 
A i , — @ 0217.500HXP 500mA 250V 35A 26K7995 0.45 
312P series 3AG fast-acting cartridge fuses meeta | | 
broad range of circuit protection applications. Glass cw us @ 0217.630HXP 630mA 250V 35A 26K7997 0.45 
body. Available ratings: 0.062 to 30A. @ 0217.800HXP 800mA 250V 35A 26K7999 0.45 
C € @ 0217001.HXP 1A 250V 35A 26K8001 0.45 
@ 02171.25HXP 1.25A 250V 35A 26K8022 0.45 
@ 021701.6HXP 1.6A 250V 35A 26K8011 0.16 
@ 0217002.HXP 2A 250V 35A 26K8003 0.45 
> CONTINUED > > CONTINUED > 
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5 x 20mm FAST-ACTING CARTRIDGE FUSES (CONT.) 


@ Indicates RoHS Compliant 


2AG FAST-ACTING CARTRIDGE FUSES (CONT.) 


ai Find Datasheets Online 


ELECTRONIC CARTRIDGE FUSES 


Voltage Price Each Voltage Price Each 
Rating Breaking Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
5mm x 20mm, 0.2” x 0.79”, Fast Acting, Unleaded 5mm x 15mm, Fast Acting, Leaded 
@ 0217002.MXP 2A 250V 35A 42K9355 0.23 @ 022402.5HXP 2.5A 250V 100A 26K8149 0.72 
@ 021702.5HXP 2.5A 250V 35A 26K8018 0.45 @ 0224003.HXP 3A 250V 100A 26K8117 0.99 
@ 02173.15HXP 3.15A 250V 35A 26K8024 0.25 @ 0224004.HXUP 4A 125V 500A 34P0205 3.12 
@ 0217004.HXP 4A 250V 40A 26K8005 0.45 @ 0224005.HXUP 5A 250V 100A 80K9083 0.43 
@ 0217005.HXP 5A 250V 50A 26K8007 0.25 @ 0224006.HXUP 6A 125V 500A 39M4821 2.67 
@ 0217005.MXP 5A 250V 50A 42K9357 0.42 @ 0224008.HXUP 8A 125V 500A 34P0206 2.65 
@ 021706.3HXP 6.3A 250V 63A 26K8020 0.45 @ 0224010.HXUP 10A 125V 500A 82K8230 0.70 
@ 0217008.HXP 8A 250V 80A 26K8009 0.25 5mm x 15mm, Fast Acting, Leaded, Tape & Reel 
@ 0217010.HXP 10A 250V 100A 26K8013 0.45 @ 0224001.DRT1P 1A 250V 35A 53K8959 1.43 
@ 0217010.MXP 10A 250V 100A 42K9360 0.23 5mm x 15mm, Fast Acting, Unleaded 
@ 0217015.HXP 15A 250V 150A 26K8015 0.25 @ 0225.375HXP 375mA 250V 35A 26K8160 0.48 
@ 0217015.MXP 15A 250V 150A 42K9361 0.42 @ 0225.500HXP 500mA 250V 35A 26K8161 0.44 
PIM_ 85670 @ 0225.750HXP 750mA 250V 35A 26K8162 0.44 
@ 0225001.HXP 1A 250V 35A 26K8163 0.81 
3.6 x 10 mm SLO-BLO® AXIAL LEADED Spf . ‘ = = = = Seti Cae 
CARTRIDGE FUSES ‘Available Littelfuse @ 022501.5HXP 1.5A 250V 35A 26K8172 0.81 
Expertise Applied | Answers Delivered @ 0225002.HXP 2a 250V 100A 26K8164 0.81 
@ 0225002.MXP 2A 250V 100A 42K9436 0.26 
— eel 
> x @ 022502.5HXP 2.5A 250V 100A 26K8174 0.53 
TAX @ 0225003.HXP 3A 250V 100A 26K8165 f 
. “ @ 0225003.MXP 3A 250V 100A 42K9437 7 
@ 100mA to 10A current ratings © Ceramic body material 0.42 
@ 250V voltage rating © Designed to UL/CSA 248 standard (875 series) @ 022503.5HXP 3.5A 250V 100A 26K8175 0.53 
© 3.6 x 10 mm fuse size © Designed to meet IEC 60127-3 standard sheet 4 @ 0225004.HXUP 4A 250V 400A 45M6217 0.82 
© Single pigtail axial lead format 877 series) @ 0225005 HXUP BA 250V 100A 80K7740 0.82 
red = [Price Each = “@ 0225006. HXUP 6A 125V 500A 06M6464 0.55 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ @ 0225007.HXUP 7A 125V 500A 79K3487 0.82 
3.6mm x 10mm, 0.14” x 0.39”, Slow Blow @ 0225008.HXUP 8A 125V 500A 51M2265 0.82 
@ 0875.100MXEP 100mA 250V 50A 01P9479 1.51 @ 0225010.HXUP 10A 125V 500A 93K7474 0.53 
@ 0875.125MXEP 125mA 250V 50A 01P9481 1.46 PIM_85673 
@ 0875.200MXEP 200mA 250V 50A 01P9483 1.54 
@ 0875.250MXEP 250mA 250V 50A 01P9485 1.54 6 X 32MM 3AB FAST-ACTING 1000V AC/ RoHS 7 5 
© 0875.500MXEP 500mA 250V 50A 01P9491 nn Littelfuse 
3 1.24 DC HIGH VOLTAGE FUSES Available 
@ 0875.800MXEP 800mA 250V 50A 01P9495 1.22 © 10kA interrupting rating Expertise Applied | Answers Delivered 
@ 0875001.MXEP 1A 250V 50A 01P9497 4.80 @ Protection from high-energy short-circuits ° 
@ UL recognized (315mA - 1A) c US 
@ 087501.5MXEP 1.5A 250V 50A 01P9507 ESM © CE certified (315mA - 1A) 
@ 087501.6MXEP 1.6A 250V 50A 01P9509 bas. C € 
@ 0877002.MXEP 2A 250V 35A 06R1585 0.82 
P 2A 250V 50A 01P9499 
0075002 MAE OMe Voltage Price Each 
@ 087502.5MXEP 2.5A 250V 50A 01P9511 1.47 Rating Breaking = 
@ 0875003.MXEP 3A 250V 50A 01P9501 1.15 Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
@ 08773.15MXEP 3.15A 250V 35A 06R1588 1.03 6.3mm x 32mm, 1/4” x 1-1/4”, Fast Acting 
@ 0877004.MXEP 4A 250V 40A 06R1586 0.82 @ 0508.315MXP 315mA 1kV 10kA 76R0549 5.72 
@ 0875004.MXEP 4A 250V 50A 01P9503 1.46 @ 0508.500MXP 500mA 1kV 10kA 76R0551 8.88 
@ 0875005.MXEP 5A 250V 50A 01P9505 aleilzé PIM_189689 
@ 087706.3MXEP 6.3A 250V 63A 06R1587 0.80 
PIM_147156 3AB FAST-ACTING AXIAL-LEAD TYPE 


2AG FAST-ACTING CARTRIDGE FUSES 


<e 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 
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ee 


RoHS — 

Compliant 

Available 
OW 


RoHS. 
Compliant 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


@OW 


SCE 


FUSES Available 
eS 
@ 250 VAC © CSA Certified (0.375A - 20A) 


© UL Listed (0.375A - 15A) 
@ UL Recognized (15A-40A) 


© CE Compliant (0.375A - 30) 


Unleaded G C € 324P series 3AB fast-acting axial-lead fuses permits higher interrupting rating and voltage rating. Ideal for 
applications where high current loads are expected. Ceramic body. Available rating: 0.125 to 30A. Interrupting 
rating: 0.375-20A, 10,000A at 125 VAC, 0.375-0.75A , 35A at 250 VAC, 1-3A, 100A at 250 VAC, 4-15A, 750A at 

headed 250VAC, 20A, 1,000A at 250VAC, 200A at 300 VAC, 25-30A, 100A at 250 VAC. RoHS compliant. 
© Same performance as standard 3AG in 1/3 space —® Interrupting ratings: 10,000A @ 125VAC Voltage ; Price Each 
© Glass body material 0.375A-10A), 35A @ 250VAC (0.375A-1A), 100A Rating Breaking 
© Amp rating at 100%, 4 hour min.; 135%, 1 hour @ 250VAC (2-5A) Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
max.; 200%, 1 second max. 6.3mm x 32mm, 1/4” x 1-1/4”, Fast Acting 
Sold in bulk (HXP, MXP) or on tape & reel (T1P, T3W). @ 0324.500HXP 500mA 250V 35A 26K8614 1.35 
Voltage Price Each @ 0324.750HXP 750mA 250V 35A 26K8615 1.35 
Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ © 10324001, HXP iss 250 —_ eoksoiG ES 
7 @ 0324002.HXP 2A 250V 100A 26K8617 1.35 
5mm x 15mm, Fast Acting, Leaded 
© 0204.375HXP 375mA 50V 35A 26K8097 270 @ 0324003.HXP 3A 250V 100A 26K8618 1.35 
@ 0224.500HXP 500mA 250V 35A 26K8101 1.64 Shi a av {50K eone62y 8) 
© 0224001. HXP TA 250V 35A 26K8109 1.48 @ 0324008.HXP 8A 250V 750A 26K8623 1.35 
@ 022401.5HXP 715A 50V 35A 26K8141 0.72 @ 0324010.HXP 10A 250V 750A 26K8624 1.35 
© 0224002 HXP A 50V 100A 26K8113 0.75 @ 0324012.HXP 12A 250V 750A 26K8625 1.35 
@ 0324015.HXP 15A 250V 750A 26K8626 0.81 
> CONTINUED > > CONTINUED > 
716 — Goonline or call for non-compliant or &° ROHS Compliant products. See page 2 


FUSES, RESETTABLE PTCS & GDTS 


ELECTRONIC CARTRIDGE FUSES 


3AB FAST-ACTING AXIAL-LEAD TYPE FUSES (CONT.) 500VAC/400VDC 5x20mm SLO-BLO® CARTRIDGE FUSES (CONT.) 
Voltage Price Each Voltage Price Each 
Rating Breaking Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
6.3mm x 32mm, 1/4” x 1-1/4”, Fast Acting 5mm x 20mm, 0.2” x 0.79”, Slow Blow 
@ 0324015.MXP 15A 250V 750A 42K9811 Orit @ 0477001.MXP 1A 500V 100A 33P9923 1.90 
@ 0324020.HXP 20A 250V 1kA 26K8627 1.72 @ 0477002.MXP 2A 500V 100A 33P9925 1.87 
@ 0324020.MXP 20A 250V 1kA 42K9812 1.55 @ 04773.15MXP 3.15A 500V 100A 33P9941 1.87 
@ 0324025.HXP 25A 250V 100A 26K8628 1.00 @ 0477005.MXP 5A 500V 100A 33P9929 2.12 
@ 0324030.HXP 30A 250V 100A 26K8629 1.75 @ 0477008.MXP 8A 500V 100A 33P9931 1.26 
PIM_85690 PIM_138558 
5x20mm SLO-BLO® CARTRIDGE Geptinpian wid Littelfuse 239 SERIES 5x20mm SLO-BLO® Seiten Littelf 
FUSES Available CARTRIDGE FUSES Available ittelfuse 


Expertise Applied | Answers Delivered Expertise Applied | Answers Delivered 


— co WwAN _ ’ OG 
; Sw eo «& 


Unleaded ¥Y © . Unleaded 


® ULlisted ® CSA certified 
series Slo- uses with 10, interrupting rating. Glass body material. Designed to 
gq} 239 series Slo-Blo® f ith 10,0008 i i ing. Glass bod ial. Designed to UL/ CSA/ ANCE 


248 standard. Axial lead formats available; go online or call. Available ratings: 0.080A to 7A. 
@ 125mA to 20A current ratings © Ceramic body material Voltage Price Each 
@ 250V voltage rating @ Designed to international IEC standards Rating Breaking 
@ 425mA-12A: 1500A interrupting rating © Meet IEC 60127-2, Sheet 5 specifications for Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
; trea ieval tata he time-lag fuses 5mm x 20mm, 0.2” x 0.79”, Slow Blow, Unleaded 
UL recognized (125mA-20A), CSA certified (60mA-500mA), CE compliant (125mA-20A), British BSI licence @o2se-t0oMxP | t00mA | 250V | 8A 
(200mA-10A), SEMKO (125mA-20A). Sold in bulk. @ 0239.200HXP 200mA 250V 10kA 26K8392 0.99 
Voltage Price Each @ 0239.250HXP 250mA 250V 10kA 26K8394 1.58 
Rating Breaking === @ 0239.300HXP 300mA 250V 10kA 26K8396 1.58 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ @ 0239.400HXP 400mA 250V 10kA 26K8398 1.21 
5mm x 20mm, 0.2” x 0.79”, Slow Blow, Leaded @ 0239.500HXP 500mA 250V 10kA 26K8400 1.24 
@ 0215005.MXEP 5A 250V 1.5kA 26K7630 4.20 @ 0239.600HXP 600mA 250V 40kA 26K8402 0.76 
5mm x 20mm, 0.2” x 0.79”, Slow Blow, Unleaded @ 0239.750HXP 750mA 250V 10kA 26K8406 0.69 
@ 0215.200HXP 200mA 250V 1.5kA 26K7611 1.94 @ 0239.800HXP 800mA 250V 40kA 26K8408 0.77 
© 0215.250HXP 250mA 250V 1.5KA 26K7613 1,94 @ 0239001.HXP 1A 250V 10KA 26K8410 1.21 
@ 0215.315HXP 315mA 250V 1.5kA 26K7615 1.20 @ 02391.25HXP 4.25 250V 100A 26K8426 0.75 
@ 0215.315MXP 315mA 250V 41.5kA 42K9299 1.85 @ 023901.6HXP 1.6A 250V 400A 26K8422 4.21 
@ 0215.500HXP 500mA 250V 1.5kA 26K7619 1.94 @ 0239002.HXP 2A 250V 100A 26K8412 4.21 
@ 0215.500MXP 500mA 250V 1.5kA 42K9301 41.06 @ 0239002.MXP 2A 250V 100A 25R5280 4.02 
@ 0215.630HXP 630mA 250V 1.5kA 26K7621 117 @ 023902.5HXP 2.5A 250V 100A 26K8424 1.24 
@ 0215.800HXP 800mA 250V 1.5kA 26K7623 0.72 @ 0239003.HXP 3A 250V 100A 26K8414 0.69 
@ 0215001.HXP 1A 250V 1.5KA 26K7625 1.96 “@oz0003mxP |= SA~SC*«dY:~C(<«té‘iSC*dSC(‘é‘aAOC*dY!SC ROT OL 
@ 02151.25HXP 1.254 250V 41.5KA ZEKTOSS 1.96 © 02393, 15HXP 3.15A 250V 100A 26K8428 1.21 
@ 021501.6HXP 1.6A 250V 1.5kA 26K7635 1.96 @ 0239004.HXP 4A 125V 10kA 26K8416 4.21 
@ 021501.6MXP 1.64 250V 1.5kA 42K9309 1.08 @ 0239004.MXP 4A 125V 10kA 25R5282 ‘Neal 
© 0215002.HXP 2A 250V 1.5kA 26K7627 1.96 © 0239005.MXP 5A 125V 10kA 25R5283 1.15 
@ 0215002.MXP 2A 250V 1.5kA 42K9305 1.08 @ 0239005.HXP 5A 125V 100kA 26K8418 1.21 
@ 021502.5HXP 2.5A 250V 1.5kA 26K7641 1.13 @ 0239007.MXP 7A 125V 100kA 26K8420 0.65 
@ 021502.5MXP 2.5A 250V 1.5kA 42K9311 0.70 PIM. 85680 
@ 02153.15HXP 3.15A 250V 1.5kA 26K7647 1.96 
@ 02153.15MXP 3.15A 250V 1.5kA 42K9314 1.88 
© 0215004. HXP 4A 250V 1.5KA 26K7629 1.96 au SLO-BLO® CARTRIDGE Soper id Littelfuse 
9021500 MAE ah ZW. Lake AZKE508 webs Expertise Applied | Answers Delivered 
@ 0215005.HXP 5A 250V 1.5kA 26K7631 1.96 
@ 0215005.MXP 5A 250V 1.5kA 42K9307 1.88 3 = o C € “ore 
@ 021506.3HXP 6.3A 250V 1.5kA 26K7643 1.96 Leaded 
@ 021506.3MXP 6.3A 250V 1.5kA 42K9312 1.88 —S ¥y © 
@ 0215008.HXP 8A 250V 1.5kA 26K7633 1.13 2 
@ 0215008.MXP 8A 250V 1.5kA 42K9308 1.88 \ W @ 
@ 0215010.HXP 10A 250V 1.5kA 26K7637 1.13 Unleaded 
@ 0215010.MXP 10A 250V 1.5kA 42K9310 1.08 ® 32mA to 16A current ratings © Meet IEC 60127-2, Sheet 3 specifications for 
PIM_85666 © 250V voltage rating time-lag fuses 
@ 35A interrupting rating @ Other axial lead formats also available; go online 
) Glass body material or call. 
500VAC/400VDC 5x20mm SLO-BLO® Sein wid Li ° Designed to international IEC Standards - 
CARTRIDGE FUSES Gee simon ittelfuse UL recognized (32mA - 16A), CSA certified (32mA - 15A), CE compliant (32mA - 16A), British BSI licence (80mA 
© 500mA to 16A current ratings Expertise Applied [Answers Delivered - 6.3A), SEMKO(32mA - 6.3A). Sold in bulk. 
© Ceramic body Voltage Price Each 
© Designed to international (IEC) standards © Rating Breaking Ta 
@ Follow the IEC 60127-2, sheet 5 specifications for —— Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
7 Te ce melaese: \— a Typed 5mm x 20mm, 0.2” x 0.79”, Slow Blow, Leaded 
© Sold in bulk 7 A \Y US @ 0218010.MXEP 10A 250V 100A 26K8067 2.68 
@ 0218015.MXEP 15A 250V 100A 26K8069 1.53 
5mm x 20mm, 0.2” x 0.79”, Slow Blow, Unleaded 
@ 0218.032HXP 32mA 250V 35A 26K8026 qlee 
@ 0218.040HXP 40mA 250V 35A 26K8028 4.95 
> CONTINUED > > CONTINUED > 
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5 x 20mm SLO-BLO® CARTRIDGE FUSES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


5x20mm SLO-BLO® CARTRIDGE FUSES (CONT.) 


Voltage Price Each Voltage Price Each 
Rating Breaking Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 

5mm x 20mm, 0.2” x 0.79”, Slow Blow, Unleaded 5mm x 20mm, 0.2” x 0.79”, Slow Blow, Unleaded 

@ 0218.050HXP 50mA 250V 35A 26K8030 Lal? @ 0219005.MXAP 5A 250V 150A 26K7686 1.24 

@ 0218.063HXP 63mA 250V 35A 26K8032 1.91 @ 0219005.MXABP 5A 250V 150A 98K4390 1.53 

@ 0218.080HXP 80mA 250V 35A 26K8034 1.95 @ 021906.3MXAP 6.3A 250V 150A 26K7695 0.57 

@ 0218.100HXP 100mA 250V 35A 26K8036 1.83 PIM_85535 

@ 0218.125HXP 125mA 250V 35A 26K8038 1.83 

scoieteur | tema | 00 | a ee 2x 20mm SL0-6L08 CARTRIDGE Pron WA Li 

: Z FUSES Ge ionpin ittelfuse 

@ 0218.200HXP 200mA 250V 35A 26K8042 1.83 Expertise Applied | Answers Delivered 

@ 0218.250HXP 250mA 250V 35A 26K8044 1.83 

@ 0218.315HXP 315mA 250V 35A 26K8046 1.83 s 8 —_— C € 

@ 0218.400HXP 400mA 250V 35A 26K8048 Lil pean ; 

@ 0218.400MXP 400mA 250V 35A 26M5064 1.75 —— ¥ © 

@ 0218.500HXP 500mA 250V 35A 26K8050 0.72 A G 

@ 0218.500MXP 500mA 250V 35A 42K9378 1.21 

@ 0218.630HXP 630mA 250V 35A 26K8052 1.28 Unleaded 

@ 0218.630MXP 630mA 250V 35A 42K9379 1.21 © 200mA to 6.3A © Glass body material 

© 0218.800HXP 800mA 250V 35A 26K8054 0.72 Pa eee fe: Meet IEG G0 Tair, Sieets speciicallans for 

@ 365A interrupting rating ime-lag fuses 

@ 0218001.HXP ut 260V 35A 26K8056 1.28 E suffix indicates leaded fuse. UL recognized, CSA certified, CE compliant, British BSI licence, SEMKO 

@ 0218001.MXP 1A 250V 35A 42K9381 0.36 approved. Sold in bulk. 

@ 02181.25HXP 1.250 250V 35A 26K8076 1.28 Voltage PricelEach 

@ 021801.6HXP 1.6A 250V 35A 26K8066 0.72 Rating Breaking aaa 

@ 021801.6MXP 1.6A 250V 35 42K9386 0.42 Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 

© 0218002. HXP 2A 250V 235A 26K8058 072 5mm x 20mm, 0.2” x 0.79”, Slow Blow, Leaded 

© 0218002 MXP 7A 250V 35A 72K9382 nes @ 0213002.MXEP 2A 250V 35A 26K7594 1.29 

© 021802.5HXP 25A 250V 35A 26K8072 0.72 Oe TS06SMAEE _ eal _ Bohieis 0.58 

© 021802.5MXP 25A 250V 35A 42K9389 121 5mm x 20mm, 0.2” x 0.79”, Slow Blow, Unleaded 

© 02183.15HXP 3.15A 250V 35A 26K8078 1.28 Uz TS SOOMAE soon ony 2h SaKSSES ile 

© 02183.15MXP 3.158 250V 35A 42K9392 0.69 S02 1S00T XE Us ay 35h esrt2s6 iLike 

© 0218004 HXP TA 250V 7A 2eKe060 AS @ 021301.6MXP 1.6A 250V 35A 33P4237 1.16 

© 0218004.MXP 4A 250V 40A 42K9383 121 © 0213002.MXP - 250V 35A 26K7595 1.16 

© 0218005 HXP 5A 250V S0A 26KB062 a @ 021302.5MXP 2.5A 250V 35A 33P4238 0.54 

© 0218005 MXP 5A 750V 50A 72K9384 Asi @ 02133.15MXP 3.15A 250V 35A 26K7609 1.16 

© 021806.3HXP 6.3A 250V 63A 26K8074 1.28 © 0213005.MXP sa 250V SOA 2OKIS9S 0.66 

© 021806 3MXP 63A 250V 63A 72K9390 aE @ 021306.3MXP 6.3A 250V 63A 26K7605 1.16 

@ 0218008.HXP 8A 250V 80A 26K8064 412 PIM_85667 

@ 0218010.HXP 10A 250V 100A 26K8068 112 

@ 0218010.MXP 10A 250V 100A 42K9387 1.07 5x20mm MEDIUM-ACTING CARTRIDGE Rol 

© 0218015.HXP TSA 250V 700A 26K8070 1.12 FUSES compl id Littelfuse 
PIM. 85671 @ 1A to 10A ratings Expertise Applied | Answers Delivered 


5x20mm SLO-BLO® CARTRIDGE 
FUSES 


@ UL recognized 
© CSA certified 


Eeotene WA Littelfuse 


Expertise Applied | Answers Delivered 


Interrupting rating: 10,000A @ 125VAC 
Glass body material 

Designed to UL/ CSA/ ANCE 248 standard 
Axial lead versions also available; go online 
or call 


gn OG 
ce 


Bs 


© CE compliant e- C E LOS Voltage Price Each 
© British BS! Licence Rating Breaking =a 
© Swedish file ——_ : ¥Y © Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
asia ase ene Ta eS ; 5mm x 20mm, 0.2” x 0.79”, Medium Acting 
standards as use globally Meet IEC 60127-2, Sheet AY @ © 0233001.MXP 1A 125V 10kA 26K7739 1.14 
6 specifications for time-lag fuses. Axial lead formats also available; go online or call. Available ratings: 0.040A @ 02331.25MXP 1.25A 125V 10kA 26K7759 0.51 
10 6.3A, @ 023301.6MXP 1.6A 125V 10kA 26K7751 0.30 
Voltage ' Price Each © 0233002.MXP 2A 125V 10kA 26K7741 1.14 
Mfg. Part No. Current br her Stock No. 1-9+ © 0233003.MXP 3A 125V 10KA 26K7743 1.11 
5mm x 20mm, 0.2” x 0.79”, Slow Blow, Unleaded © 023303.5MXP 3.5A 125V 10kA 26K7755 0.51 
@ 0219.125MXAP 125mA 250V 150A 26K7650 0.81 @ 0233004.MXP = 125V 10kA StS 1.14 
@ 0219.160MXAP 160mA 250V 150A 26K7653 0.81 © 0233005.MXP 5A 125V OKA. eOKTIAT 1.11 
0275 00XAE 200mA EDV 150A 26K7656 a @ 0233006.MXP 6A 125V 10kA 26K7749 a 
© 0219.250MXAP 250mA 250V 150A 26K7659 0.81 © 023306.3MXP 6.3A 125V 10kA 26K7757 1.14 
@ 0219.315MXAP 315mA 250V 150A 26K7662 0.85 PIM-BS67F 
@ 0219.400MXAP 400mA 250V 150A 26K7665 0.81 
@ 0219.500MXAP 500mA 250V 150A 26K7668 1.24 5 X 20mm FAST-ACTING Ose id Li t t If 
@ 0219.630MXAP 630mA 250V 150A 26K7671 0.57 CARTRIDGE FUSES Available ittelfuse 
@ 0219.800MXAP 800mA 250V 150A 26K7674 0.57 eae Expertise Applied | Answers Delivered 
@ 0219001.MXAP 1A 250V 150A 26K7677 1.24 
@ 02191.25MXAP 125A 250V 150A 26K7698 124 AL @G 
@ 021901.6MXAP 1.6A 250V 150A 26K7689 = ae) : 
@ 0219002. MXAP 2A 250V 150A 26K7680 0.55 A \Y 
@ 0219002. MXABP 2A 250V 150A 98K4389 215 
@ 021902.5MXAP 2.5A 250V 150A 26K7692 0.57 
@ 02193.15MXAP 3.158 250V 150A 26K7701 0.57 
@ 0219004. MXAP 4A 250V 150A 26K7683 0.55 
> CONTINUED > > CONTINUED > 
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Go online or call for non-compliant or @8ROHS Compliant products. See page 2 


FUSES, RESETTABLE PTCS & GDTS 


ELECTRONIC CARTRIDGE FUSES 


5 X 20mm FAST-ACTING CARTRIDGE FUSES (CONT.) 350V 2AG FUSES 
° ; . Geptinoian 
@ 50mA to 16A current ratings @ Designed to international IEC standards @ 350VAC voltage rating Available Littelfuse 
@ 250V voltage rating @ Meet IEC 60127-2, Sheet 1 specifications for © 100A max. interrupting current 
@ 50mA-12.5A: 1500A interrupting rating fast-acting fuses © Glass body anette Appited | Atcwets Delivered 
@ 16A: 750A interrupting rating @ Axial lead formats also available; go online or call ® Nickel-plated brass caps C € 
© Ceramic body material © Tin-plated copper leads 
UL recognized (50mA-16A), CSA certified (50mA-16A), CE compliant (50mA-16A), British BSI license (1A-6.3A), © Temp. range: -55°C to +125°C . AL 
SEMKO approved (50mA-10A, 16A). Sold individually in bulk. c US 
Voltage Price Each i 
Rating Breaking 
Mfg. Part No. - culvert : VAC Capacity Stock No. 1-9+ Voltage Price Each 
5mm x 20mm, 0.2” x 0.79”, Fast Acting Rating Breaking ———4 
@ 0216.050HXP 50mA 250V 1.5kA 26K7924 1.48 Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
@ 0216.063HXP 63mA 250V 1.5kKA 26K7926 1.75 5mm x 15mm, Fast Acting 
@ 0216.080HXP 80mA 250V 1.5kA 26K7928 1.20 @ 0208002.MXEP 2A 350V 100A 01P8897 0.36 
@ 0216.100HXP 100mA 250V 1.5kA 26K7930 1.34 © 0208003.MXEP 3A 350V 100A 01P8900 0.22 
@ 0216.125HXP 125mA 250V 1.5kA 26K7932 1.20 © 0208004.MXEP 4A 350V 100A 01P8903 0.36 
© 0216.160HXP 160mA 250V 1.5kA 26K7934 1.20 @ 0208005.MXEP 5A 350V 100A 01P8906 0.36 
© 0216.200HXP 200mA 250V 1.5kA 26K7936 1.94 © 0208007.MXEP 7A 350V 100A 01P8912 0.36 
@ 0216,250HXP 250mA 250V 1.5kKA 26K7938 1.18 5mm x 15mm, Slow Blow 
@ 0216.315HXP 315mA 250V 1.5kA 26K7940 1.94 © 0209.500MXEP 500mA 350V 100A 01P8936 0.50 
@ 0216.500HXP 500mA 250V 1.5kA 26K7944 1.94 @ 0209001.MXEP 1A 350V 100A 01P8948 0.49 
@ 0216.630HXP 630mA 250V 15KA 26K7946 1.94 PIM_134616 
@ 0216.800HXP 800mA 250V 1.5KA 26K7948 1.20 
@ 0216001.HXP 1A 250V 15KA 26K7950 1.75 : 
2AGSLO-BLO® CARTRIDGE FUSES — Bi Littelf 
© 02161.25HXP 725A 250V 15KA 26K7968 1.08 @ 250mA to 7A current ratings Available ittelfusé 
@ 021601.6HXP 7.6A 250V T.5kKA 26K7960 1.75 ; a eater Expertise Applied | Answers Delivered 
@ 0216002.HXP 2A 250V 1.5kA 26K7952 1.75 © Interrupting ratings: 10,000A @ 125VAC @) Al 
@ 0216002.MXP 2A 250V 1.5KA 42K9329 0.59 (250mA-3.5A), 400A @ 125VAC (4-7A), 354 
© 021602.5HXP 25A 250V 15KA 26K7964 1.75 eee (250mA-14), 100A @ 250VAC Wy, G C € 
© 02163.1SHXP 3.15A 250V 1.5KA 26K7970 1.75 S suffix denotes indicating fuse. Sold in bulk or 
@ 0216004,HXP 4A 250V 1.5KA 26K7954 1.75 on tape & reel. 
@ 0216005.HXP 5A 250V 1.5KA 26K7956 1.75 Tak =a a 
@ 021606.3HXP 6.3A 250V 1.5KA 26K7966 1.01 a ea ang 7 aT) me 
© 0216008.HXP 8A 250V 1.5KA 26K7958 1.01 o_o 
1 hour, Maximum 
@ 0216010.HXP 10A 250V 1.5kA 26K7962 1.01 = 
3 seconds, Minimum 
@ 0216010.MXP 10A 250V 1.5kA 42K9334 1.67 Fie ank Wean 
@ 0216016.MXP 16A 250V 750A 50M5567 1.80 
5mm x 20mm, 0.2” x 0.79”, Fast Acting, Axial Leaded an Breaking | Price Each_ 
@ 021606.3MXEP 6.3A 250V 1.5kA 26K7965 1.40 Mfg. Part No. Current VAC Capacity Stock No. 4-9+ 
© 0216008.MXEP 8A 250V 1.5kKA 26K7957 0.86 5mm x 15mm, Slow Blow 
PIM_85668 @ 0230.250HXP 250mA 250V 35A 26K8213 0.80 
© 0230.350HXP 350mA 250V 35A 26K8221 0.80 
235 SERIES 5x20mm FAST-ACTING CARTRIDGE : p © 0230.375HXP 376mA 250V 36A 26K6225 0.80 
FUSES Littelfuse @ 0230.500HXP 500mA 250V 35A 26K8233 0.80 
© ULiisted Expertise Applied | Answers Delivered  _ @ 0230.600HXP 600mA 250V 36A 26K8241 0.80 
© CSA certified Sees © 0230.750HXP 750mA 250V 35A 26K8249 0.80 
7 eat Gepiinien © 0230001. HXP 1A 250V 35A 26K8259 
235 series fast-acting fuses with 10,000A _ orn : 0.87 
interrupting rating. Glass body material. Designed @ 02301.25HXP 1.25A 250V 100A 26K8338 0.80 
to UL/ CSA/ ANCE 248 standard. Available ratings: @ 023001.5HXP 4.5A 250V 100A 26K8314 0.80 
SHOOK TE : @ 0230002.HXP 2A 250V 100A 26K8267 1.26 
Voltage Price Each @ 02302.25HXP 2.25A 250V 100A 26K8346 0.80 
Rating Breaking D 25A 250V 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ . one an 250V — — 0:80 
ees © 023003 SHXP 3.5A 250V 100A 26K8330 a 
© 0235.100HXP 100mA 250V 35A 26K8354 17 Same = ay aOR — ele 
© 0235.125HXP 125mA 250V 35A 26K8356 0.72 = ae = a — = We 
@ 0235.200HXP 200mA 250V 356A 26K8358 0.70 SOR ae a a0 mr SERGIO vee 
© 0235.250HXP 250mA 250V 35A 26K8360 1.14 e ooa0007 EXP a a THOR —— Ose 
@ 0235.300HXP 300mA 250V 356A 26K8362 114 fran: lEan Siow Bea: nea 0.80 
© 0235.400HXP 400mA 250V 35A 26K8364 0.72 OO NOP wn ng oa a — 
@ 0235.500HXP 500mA 250V 35A 26K8366 0.65 . TPDONSaXGE an a0 q00K PEKETTA — 
© 0235.600HXP 600mA 250V 35A 26K8368 0.42 00s HNSP = aa TA a Og 
© 0235.700HXP 700mA 250V 35A 26K8370 0.42 Flan eae Oe 
@ 0235.800HXP 800mA 250V 35A 26K8372 0.32 a 
© 0235001.HXP 1A 250V 100A 26K8374 0.53 SANUS EDRT 5A ony j00k BaKaaE ve 
902351.25H KP Oe ; 0230005 aa A 125V 400A 26K8295 = 
© 023501.6HXP TOA 250V 100A 26K8386 0.53 : ei 
© 0235002.HXP 2A 250V 100A 26K8376 0.53 Bee 
© 023502.5HXP 2.5A 250V 100A 26K8388 0.18 
@ 0235003.HXP 3A 250V 100A 26K8378 0.29 5x20mm MEDIUM-ACTING CARTRIDGE FUSES = Littelfuse 
SOUR a ed 10K 2GKESEO 0.58 ; poe am 10,000A @ 125V 
@ 0235005.HXP 5A 125V 10kA 26K8382 0.53 © Glass body for 13, 5 A. Expertise Applied | Answers Delivered 
© 0235006.HXP 6A 125V 10kA 26K8384 0.53 7 i 
PIM_85679 : 


or call 


Ceramic body for 4-10A — 
Designed to UL/ CSA/ ANCE 248 standard SoBe 

Axial lead versions also available; go online % Se 
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FUSES, RESETTABLE PTCS & GDTS 
ELECTRONIC CARTRIDGE FUSES 


5x20mm MEDIUM-ACTING CARTRIDGE FUSES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


218 SERIES 5 x 20mm SLO-BLO® CARTRIDGE TYPE FUSES (CONT.) 


Voltage Price Each Voltage Price Each 
Rating Breaking Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
5mm x 20mm, 0.2” x 0.79”, Medium Acting, Leaded 5mm x 20mm, 0.2” x 0.79”, Slow Blow, Unleaded 
@ 0234005.MXEP 5A 250V 200A 26K7770 0.93 @ 0218.032HXP 32mA 250V 35A 26K8026 1417 
5mm x 20mm, 0.2” x 0.79”, Medium Acting, Unleaded @ 0218.050HXP 50mA 250V 35A 26K8030 AA 
@ 0234001.MXP 1A 250V 100A 26K7763 0.69 @ 0218.063HXP 63mA 250V 35A 26K8032 1.91 
@ 02341.25MXP 1.254 250V 100A 26K7787 0.55 @ 0218.100HXP 100mA 250V 35A 26K8036 1.83 
@ 023401 .6MXP 1.6A 250V 100A 26K7777 0.55 @ 0218.125HXP 125mA 250V 35A 26K8038 1.83 
@ 0234002.MXP 2A 250V 100A 26K7765 = @ 0218.200HXP 200mA 250V 35A 26K8042 1.83 
@ 023402.5MXP 2.5A 250V 100A 26K7781 = @ 0218,250HXP 250mA 250V 35A 26K8044 1.83 
@ 0234003.MXP 3A 250V 100A 26K7767 0.42 @ 0218.315HXP 315mA 250V 35A 26K8046 1.83 
@ 023403.5MXP 3.5A 250V 100A 26K7783 1.21 @ 0218.400HXP 400mA 250V 35A 26K8048 113 
© 0234004.MXP 4A 250V 200A 26K7769 1.21 @ 0218.500HXP 500mA 250V 35A 26K8050 0.72 
@ 0234005.MXP 5A 250V 200A 26K7771 0.69 @ 0218.630HXP 630mA 250V 35A 26K8052 1.28 
@ 0234006.MXP 6A 250V 200A 26K7773 12 @ 0218.800HXP 800mA 250V 35A 26K8054 0.72 
© 023406.3MXP 6.3A 250V 200A 26K7785 0.55 @ 0218001.HXP 1A 250V 35A 26K8056 1.28 
@ 0234008.MXP 8A 250V 200A 26K7775 0.42 @ 02181.25HXP 1.25A 250V 35A 26K8076 1.28 
@ 0234010.MXP 10A 250V 200A 26K7779 Al @ 021801 .6HXP 1.6A 250V 35A 26K8066 0.72 
PIM_85678 @ 0218002.HXP 2A 250V 35A 26K8058 0.72 
@ 021802.5HXP 2.5A 250V 35A 26K8072 0.72 
2AG SLO-BLO® CARTRIDGE FUSES Osa : ° © 02183.1SHXP 3.15A 250V 35A 26K8078 1.28 
© 250mA to 7A current ratings le Littelfuse (© 0218004. HXP aA 250V 0A 26K8060 1.28 
iM a am Lene Expertise Applied | Answers Delivered  _@ 0218005.HXP 5A 250V 50A 26K8062 0.72 
© Interrupting ratings: 10,000A @ 125VAC =O, \ 6.3A at Gah 2OKS078 1.28 
(250mA-3.5A), 400A @ 125VAC (4-7A), 354 @ 0218010.HXP 10A 250V 100A 26K8068 1.12 
@ 250VAC (250mA-1A), 100A @ 250VAC G C € @ 0218015.HXP 15A 250V 100A 26K8070 112 
(1.25-3.5A) 
S suffix denotes indicating fuse. Sold in bulk. PIM_9173 
3.6 x10mm TIME DELAY MICRO CARTRIDGE @ 
% of Ampere Rating Opening Time FUSES multicomp 
100 nous. Minar ‘ to ee brass end caps RoHS 
a 5 poet te e interupting rating: 50A @ 250VAC : -_ Gs Osa 
: © Operating temperature: -55°C to +125°C. 
20 seconds, Maximum 
tae Breaking pe Rating Breaking anal 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ Mfg. Part No. Current VAC Capacity Stock No. 1-99+ 
5mm x 15mm, Slow Blow 3.6mm x 10mm, 0.14” x 0.39”, Time Delay 
© 0229.250HXP 250mA 250V 35A 26K8176 0.89 SMCEDS: 1-00 ion ml 50A SHERYL = 
© 0229.350HXP 350mA 250V 35A 26K8178 0.56 @ MCPDS 002 2A 250V 5A sib 250 = 
@ 0229.375HXP 375mA 250V 35A 26K8180 057 © MCPDS 003 3A 250V 50A 3178251 = 
© 0229.500HXP 500mA 250V 35A 26K8182 0.50 SMCEDS DUA bu all aun CURE Ong 
@ 0229.750HXP 750mA 250V 3A 26K8186 0.56 @ MCPDS 005 5A 250V 50A 3178253 = 
@ 0229001.HXP 1A 250V 35A 26K8189 0.89 PIM_197710 
@ 02291.25HXP 1.25A 250V 100A 26K8209 0.56 
@ 022901 .5HXP 1.5A 250V 100A 26K8203 0.89 3.6 x10mm FAST ACTING MICRO CARTRIDGE © 
@ 0229002.HXP 2A 250V 100A 26K8191 0.89 FUSES multicomp 
@ 022902.5HXP 2.5A 250V 100A 26K8205 0.89 : ioe Soe ; ie 
© 0229003. HXP 3A 250V 100A 26K8193 0.89 © interrupting ring. 50A @ 250VAC = a Ge tinoian 
@ 022903.5HXP 3.5A 250V 100A 26K8207 0.89 © Operating temperature: -55°C to +125°C 
@ 0229004.HXP 4A 125V 400A 26K8195 0.89 
© 0229005. HXP 5A 125V 400A 26K8197 0.89 a sedis | Price Each_ 
© 0229007.HXP 7A 125V 400A 26K8201 0.56 Mfg. Part No. Current VAC Capacity Stock No. 1-99+ 
5mm x 15mm, Slow Blow, Indicating 3.6mm x 10mm, 0.14” x 0.39”, Fast Acting 
@ 0229.250HXSP 250mA 250V 35A 26K8177 0.68 @ MCPGS 1.50 1.5A 250V 50A 3178272 0.17 
@ 0229001.HXSP 1A 250V 35A 26K8190 0.68 @ MCPGS 002 2A 250V 50A 3178266 = 
@ 0229002.HXSP 2A 250V 100A 26K8192 0.68 @ MCPGS 2.50 2.5A 250V 50A 3178274 eS 
© 0229003.HXSP 3A 250V 100A 26K8194 0.67 @ MCPGS 004 4A 250V 50A 3178267 0.18 
@ 0229005.HXSP 5A 125V 400A 26K8198 1.13 @ MCPGS 6.30 6.3A 250V 50A 3178276 ae 
5mm x 15mm, Time Delay PIM. 197711 
@ 0229001.MXP 1A ov | 35A 42K9459 0.48 
a 250V 5 x 20mm FUSES E.SCHURTER 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


218 SERIES 5 x 20mm SLO-BLO® CARTRIDGE 
TYPE FUSES si 
Ss © WY 
RoHS 
Soper 
Available 


218 series glass, Slo-Blo® fuses designed to IEC 127, Sheet 3. UL recognized, BS! approved, SEMKO. 
approved through 6.3A. 


> CONTINUED > 


720 


ELECTRONIC COMPONENTS 


; _ oe RoHS _ 
= img: Compliant 
A ee | Available 
WE 
@ Add “PT” or “TR” suffixes to part no. for pigtail or 
tape & reel versions, respectively 


© Current: 63mA-20A available 
© Breaking capacity: 35A 
© Order fuseholders separately 
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Go online or call for non-compliant or @2ROHS Compliant products. See page 2 


FUSES, RESETTABLE PTCS & GDTS 


ELECTRONIC CARTRIDGE FUSES 


250V 5 x 20mm FUSES (CONT.) 5 x 20mm 250V HIGH-BREAKING CARTRIDGE FUSES (CONT.) 
Voltage Price Each Voltage Price Each 
Rating Breaking Rating Breaking 
Mfg. Part No. Current VAC Capacity Stock No. 1-9+ Mfg. Part No. Current VAC Capacity Stock No. 1-9+ 
5mm x 20mm, 0.2” x 0.79”, Fast Acting 5mm x 20mm, 0.2” x 0.79”, Time Delay 
@ 0034.1510 250mA 250V 35A 50M5476 = @ 0001.2513 8A 250V 1kA 88F4533 0.30 
@ 0034.1511 315mA 250V 35A 04F970 ‘edi @ 0001.2514 10A 250V 1kA 88K2035 0.53 
@ 0034.1513 500mA 250V 35A 88K2038 0.23 @ 0001.2515 12.5A 250V 500A 50B7021 0.43 
@ 0034.1514 630mA 250V 35A 04F973 0.15 @ 0001.2516 16A 250V 500A 92B5520 0.53 
@ 0034.1515 800mA 250V 35A 04F974 0.13 5mm x 20mm, 0.2” x 0.79”, Time Delay, Gold Plating 
@ 0034.1516 1A 250V 35A 88K2039 0.28 @ 0001.2707.11 2A 250V 10kA 15J1279 = 
@ 0034.1518 1.6A 250V 35A 04F977 0.15 @ 0001.2710.11 4A 250V 10kA 15J1282 = 
@ 0034.1519 2A 250V 35A 88K2040 0.23 @ 0001.2714.11 10A 250V 10kA 15J1286 = 
@ 0034.1520 2.5A 250V 35A 04F961 0.28 PIM_69207 
@ 0034.1521 3.15A 250V 35A 04F962 0.28 
@ 0034.1522 4A 250V 40A 88K2041 0.23 al 
@ 0034.1523 5A 250V 50A 04F964 0.28 BE ee A EECE ERI Bussmann 
© 0034.1524 6.3A 250V 63A 88K2042 0.23 by E:TeN 
@ 0034.1526 10A 250V 100A 94B4339 0.31 
5mm x 20mm, 0.2” x 0.79”, Time Delay 
@ 0034.3105 63mA 250V 35A 90B9822 0.30 
@ 0034.3108 125mA 250V 35A 04F967 0.49 
@ 0034.3110 200mA 250V 35A 04F951 0.61 
@ 0034.3111 250mA 250V 35A 88K2043 0.37 
@ 0034.3112 315mA 250V 35A 04F953 0.37 
@ 0034.3113 400mA 250V 35A 04F954 0.21 
@ 0034.3114 500mA 250V 35A 04F955 0.37 
@ 0034.3115 630mA 250V 35A 04F956 0.30 : , : ; 
“eceosstte [oon [aay | ssh Im fener ho erie 2 epee ce 
@ 0034.3117 1A 250V 35A 04F958 0.37 Price per 
@ 0034.3118 1.25A 250V 35A 04F959 0.37 Kit 
© 0034.3119 1.64 250V 35A 93K7610 0.30 Mfg. Part No. Description Stock No. laa 
@ 0034.3120 2A 250V 35A 04F943 0.37 NO. 140 V4 x 11/4" Fuse Kit 89F1893 637.37 
@ 0034.3121 2.5A 250V 35A 04F944 0.37 PIM_2327 
@ 0034.3122 3.15A 250V 35A 04F945 0.23 
@ 0034.3123 4A 250V 40A 04F946 0.37 
@ 0034.3124 5A 250V 50A 88K2044 0.37 BU See) a70-PIECE FUSE MIT = Bussmann 
@ 0034.3125 6.3A 250V 63A 04F948 0.37 _ by E:TeN 
@ 0034.3126 8A 250V 80A 88K2045 0.37 
@ 0034.3128 12.5A 250V 125A 2201088 0.32 
@ 0034.3129 16A 250V 160A 50B7028 0.61 
@ 0034.3130 20A 250V 200A 51B1053 0.61 
PIM_2396 


5 x 20mm 250V HIGH-BREAKING CARTRIDGE [5]. SCHURTER 


ELECTRONIC COMPONENTS 
FUSES 
© Current: 0.05-16A available 2 RoHS 
© Order fuseholders separately “a Geeeinpian 
ya Available 
é Al @ Diverse kit contains 59 different products including 270 fuses: 1/4 x 1-1/4” and 5 x 20mm fuses in the 1/8 to 30A 
range; small dimension 125V and 250V fuses; fast-acting, time-delay and axial-leaded fuses; 7 fuse holders and 
fuse clips. Clear-plastic case. Comes with complete application and cross-reference data. 
Price per 
Voltage Price Each Kit 
inc Pant cuncnt reg oe ereta ace Mfg. Part No. Description Stock No. 1+ 
pa urrent | apacity Ss : 270 270 Piece Fuse Kit 87F2357 711.41 
5mm x 20mm, 0.2” x 0.79”, Fast Acting 
© 001.1004 1A 250V 1.5KA 04F934 0.29 pias 
@ 0001.1007 2A 250V 1.5kA 04F937 0.50 
@ 0001.1009 3.15A 250V 1.5kKA 04F939 0.30 BUSS® 220-PIECE FUSE KIT Bussmann 
@ 0001.1010 4A 250V 1.5kA 04F940 0.43 a ime by E: 
@ 0001.1011 5A 250V 1.5kA 04F941 0.50 y E-TeN 
@ 0001.1012 6.3A 250V 1.5kA 04F924 0.30 
@ 0001.1014 10A 250V 1.5kKA 93K7607 0.29 
@ 0001.1015 12.5A 250V 1kA 50M5456 cee 
@ 0001.1016 16A 250V 500A 93K7608 0.46 
5mm x 20mm, 0.2” x 0.79”, Time Delay 
@ 0001.2503 800mA 250V 10kA 24C7972 = 
@ 0001.2504 1A 250V 1.5kKA 88F3636 0.49 
@ 0001.2505 1.25A 250V 10kA 50M5462 Hee 
@ 0001.2507 2A 250V 1.5kA 25C7712 0.53 
@ 0001.2508 2.5A 250V 10kA 50B7020 0.53 
@ 0001.2509 3.15A 250V 1.5kA 98B9731 0.3! 220-piece kit contains 5 x 20mm fuses in 200mA to 10A range, plus 1 fuse holder and 1 fuse puller. Tough, yellow 
0 
@ 0001.2510 4A 250V 1.5kA 25C7776 0.43 case with positive closure. Ideal for factory or field-service use. 
@ 0001.2511 5A 250V 10kA 50M5468 = Enccnee 
i 
@ 0001.2512 6.3A 250V 1.5kKA 88K2034 0.53 Mfg. Part No. Description Stock No. so] 
220 5 x 20mm Fuse Kit 95F3864 1187.46 
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FUSES, RESETTABLE PTCS & GDTS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


HIGH-SPEED SEMICONDUCTOR FUSES Bussmann HIGH SPEED FERRULE FUSES (CONT.) 
Voltage Voltage Price Each 
by E:TeN Rating Rating 
= RoHS Mfg. Part No. Current VAC VDC Stock No. 1-9+ 
i i ; |e. Geeeimoiat 14mm x 51mm, 9/16” x 2”, Fast Acting 
Al € @ FWP-20A14F 20A 7O00VAC 700VDC 08R5678 57.52 
nx, 708) @ FWP-25A14F 25A 7O00VAC 700VDC 08R5679 2.40 
@ FWP-32A14F 32A 7O0VAC 700VDC 08R5680 62.73 
AG) @ FWP-40A14F 40A 660VAC 700VDC 08R5682 63.96 
22mm x 58mm, 7/8” x 2-9/32”, Fast Acting 
1 @ FWP-40A22F 40A TO0VAC 500VDC 08R5683 114.08 
High-speed fuses protect SCRs, diodes and other semiconductor devices. FW series available in 4 voltage @ FWP-100A22F 100A 660VAC 500VDC 08R5677 110.73 
ratings: 150, 250, 500, 700VAC. Ampere ratings: 1 to 1000A. FWP series rated 700V. Ampere ratings: 1-50A. PIM_202228 
Additional ratings available go online or call. 
Voltage Voltage Price Each 
Rating Rating > BRITISH STYLE SEMICONDUCTOR PROTECTION B ussmann 
Mfg. Part No. Current VAC VDC Stock No. 1-4+ FUSES 
14mm x 51mm, 9/16” x 2”, Fast Acting, Cartridge @| by E:TeN 
@ FWP-30A14F 30A 700VAC 700VDC 63R7734 70.17 LE RoHS 
@ FWP-50A14F 50A 700VAC 700VDC 08R5684 83.13 Seperate 
20.6mm x 40.4mm, 13/16” x 1-19/32”, Fast Acting, Stud Mount 8) 
@ FWX-60A 60A 250VAC 250VDC | 95F3874 168.58 aaa 
31mm x 40.4mm, 1.22” x 1.59”, Fast Acting, Stud Mount 
@ FWX-70A 70A 250VAC 250VDC 02B3137 233.91 q 
@ FWX-100A 100A 250VAC 250VDC 95F3875 233.91 
PIM_2423 ® Voltage: 240VAC / 140VDC @ Length: 41.8mm 
pba bob | Price Each 
atin: atin 
HIGHSPEED SEMICONEUCTOREUSE? Bussman n Mfg. Part No. Current VAC. voc” Stock No. 14+ 
by E:TeN 17.7mm x 26.2mm, 0.7” x 1.03”, Fast Acting 
RoHS @ 16LET 16A 240VAC 240VDC 98K5945 113.90 
Geptinoint @ SOLET 50A 240VAC 240VDC 98K9618 36.29 
© @ 80LET 80A 240VAC 240VDC 02B6837 70.48 
AL @ 100LET 100A 240VAC 240VDC 02B5841 = 
@ 125LET 125A 240VAC 150VDC 98K5492 134.07 
@ 180LET 180A 240VAC 240VDC 98K6036 133.47 
PIM_178438 
BRITISH STYLE SEMICONDUCTOR PROTECTION 
Cartridge style high speed fuses are rated 500V and available from 250mA to 200A. Stud mount high speed FUSES B u SS m a n n 
fuses are rate 500V and available from 35A to 1600A. High speed fuses protect SCRs, diodes and other by E-TeN 
semiconductor devices. UL recognized, CSA approved (0.25-7A). 
Voltage Voltage Price Each Soper 
Rating Rating i= 2en2 a Available 
Mfg. Part No. Current VAC VDC Stock No. 1-4+ 
0.947” x 1.736”, Fast Acting, Stud Mount 
@ FWH-100A 100A 500VAC 500VDC 94F2217 201.91 
6.3mm x 32mm, 1/4” x 1-1/4”, Fast Acting, Cartridge © Voltage: 6B60VAC / 450VDC @ Length: 41.8mm 
@ FWH-001A6F 1A 500VAC 500VDC 91F4737 163.47 Voltage Voltage Price Each 
FWH-3.15A6F 3.15A 500VAC 500VDC 91F4739 41.42 ig, Part No Garani ae atl rentilttn cis 
@ FWH-6.30A6F 6.3A 500V 500V 91F4740 42.96 : : 7 = F : 
FWHS-020A6F _ SIOVAG SOON UEREGZS Bs ar <Snm oor ‘oe fee aie 690VDC 98K571 124.61 
20.6mm x 40.4mm, 13/16” x 1-19/32”, Fast Acting, Stud Mount - 
@ FWH-60A 60A S00VAC 500VDC 50F3613 | 193.38 SEL — a -—— — ie 
29.36mm x 46.63mm, 1.156” x 1.836”, Fast Acting, Stud Mount . = -- a ast aus oe 
FWH-125B 125A 500VAC 500VDC 02B3010 225.15 © 80ET B0A B90VAC 690VDC 99K0772 FERS 
@ FWH-150A 150A S00VAC 500VDC 94F2450 318.92 31mm x 46mm, 145" x 1.81", Fast Acting 
PIM_13049 @ 75EET 75A 690VAC 690VDC 99K0689 100.73 
PIM_178439 
HIGH SPEED FERRULE FUSES Bussmann 
i j } by E:T-N 32V BOLT-DOWN MEGA® FUSES id Littelfuse 


A 
RoHS 
Compliant 
Available 


@ Interrupting rating 200kA RMS symmetrical 
@ Excellent cycling capability and DC performance 
@ Low arc voltage and low energy let-through (|2t) 


© Low watts loss in a compact size 
@ Used with finger-safe holders/blocks 


> CONTINUED > 
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Expertise Applied | Answers Delivered 


RoHS _ 
Compliant 
Available 


® 40 to 500A current ratings 
@ Breaking capacity: 2000A @ 32VDC 
® Voltage rating: 32VDC 


© Operating temperature: -40°C to + 125°C 
© Copper terminals (Ag available) 
© M6 or M8 bolts available 
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FUSES, RESETTABLE PTCS & GDTS 


BLADE FUSES 
32V BOLT-DOWN MEGA® FUSES (CONT.) FAST-ACTING AUTOMOTIVE BLADE FUSES (CONT.) 
Voltage Price Each Voltage Price Each 
Rating Rating 
Mfg. Part No. Current VDC Stock No. 1-9+ Mfg. Part No. Current VDC Stock No. 1-9+ 
68.58mm x 16.2mm x 10.67mm, Time Delay 19.14mm x 5mm x 19mm, Fast Acting 
@ 0298060.ZXB 60A 32V 64J7271 6.05 @ BK/ATC-30 30A 32V 97F7604 1.56 
@ 0298080.ZXEH 80A 32V 15M6274 6.80 @ BK/ATC-40 40A 32V 02B2118 1.83 
@ 0298100.ZXEH 100A 32V 7835684 4.23 PIM_2374 
@ 0298125.ZXEH 125A 32V 9104952 4.23 
@ 0298150.ZXEH 150A 32V 1234291 235 AUTOMOTIVE BLADE FUSES (x) 
@ 0298175.ZXEH 175A 32V 50M5617 6.80 
@ 0298200.ZXEH 200A 32V 9501550 - s multicomp 
© 0298250.2XEH 250A 32V 785686 6.80 Geeeinpia 
© 0298300.2XH 300A 32V 05/1461 12.05 AValable 
PIM_177069 
Fuseholders 
No. of Price Each 
Mfg. Part No. Fuses Current Stock No. 1-9+ 
Automotive Blade Fuse Holder, Screw, MEGA Mini Blade Fuses Blade Fuses: Illuminated 
@ 02980900Z 1 250A 50B4762 22.17 © Transparent body @ Voltage rating: 32V and less 
@ 02981001ZXT 1 500A 98K4453 18.91 Equivalent minimum and ATM fuses. Replaces minimum and ATM fuses. 
PIM 5512216 Integrated LED, Illuminated to indicate fuse failure. Designed specifically for use in automotive applications 
~ although now common in consumer electronics. 
Voltage Price Each 
Eee ERTS AUTO RCE BENE B u Ss m a n n Mfg. Part No. Current rey Stock No. 1-249+ 
by E:TeN 10.9mm x 3.8mm x 8.8mm, Mini Blade, Illuminated 
RoHS @ MCASP-L-E 5A 5A 32V 96M8222 1.39 
Geasinpian @ MCASP-L-E 7.54 7.5A 32V 96M8223 1.11 
| A @ MCASP-L-E 10A 10A 32V 96M8217 ‘68 
@ MCASP-L-E 15A 15A 32V 96M8218 1.39 
@ MCASP-L-E 25A 25A 32V 96M8220 = 
41mm x 3.8mm x 9mm, Fast Acting, Mini Blade 
@ MCAST 10A 32V 10A 32V 08N2483 as 
Miniature auto blade fuses are rated 32V. Interrupting rating: 1000A. Enclosed element offers protection against 49.(mm x 5mm x 19mm, Illuminated 
shocks and sparks. Corrosion resistant for longer service life. Color-coded by amp rating. UL recognized (2A, @ MCATP-L-E 5A 5A 32v 96M8229 1.39 
5A, 7.5A & 10A). @ MCATP-L-E 7.5A 7.5A 32V 96M8230 1.39 
pe Price Each @ MCATP-L-E 10A 10A 32V 96M8224 0.37 
Mig. Part No. Garant eit Serene tee @ MCATP-L-E 15A 15A 32V 96M8225 1.39 
7 @ MCATP-L-E 20A 20A 32V 96M8226 isk) 
sO Sms 3 Smo Bani, Eeseneig @ MCATP-L-E 25A 25A 32V 96M8227 1.39 
@ BK/ATM-2 2A 32V 97F7587 2.21 2 
@ BK/ATM-3 3A 32V 96C9073 1.33 PIM_197705 
@ BK/ATM-4 4A 32V 97F7589 2.21 
@ BK/IATM-5 5A 32V 97F7590 2.28 AUTOMOTIVE BLADE FUSES . © 
© BKIATM-7-1/2 7.5A 32V 97F 7591 2A Wid Littelfuse 
@ BK/ATM-10 10A 32V 97F7592 2.21 G7 Expertise Applied | Answers Delivered 
@ BK/ATM-15 15A 32V 97F7593 0.57 Ps 7 Gesinpiat 
@ BK/ATM-20 20A 32V 97F7594 Do Available 
@ BK/ATM-25 25A 32V 97F7595 2.21 } @) 
@ BK/ATM-30 30A 32V 97F7605 2.21 
PIM_55473 
FAST-ACTING AUTOMOTIVE BLADE FUSES B ussmann vor = 
by E:TeN Compact fuses rated 32V and color-coded for easy amp identification. UL listed. 
MINI® FUSE AUTOMOTIVE BLADE FUSES. Blade fuses have same features as ATO® fuses, listed above, 
Eeeinp fiant except in a smaller design. Heat-resistant housing ideal for engine compartments and other high-temperature 
‘Available areas. Color-coded. UL listed. Order in-line fuse holders separately; go online or call. 
© MAXI™ FUSE AUTOMOTIVE BLADE FUSES. Maxi™ fuse blade fuses replace the commonly used fusible 
AY wire or fusible link to protect a high current segment or system of the wiring harness. For easy-access, under- 
the-hood fuse box installations. 
Voltage Price Each 
' : Rating 
ASN Gaal! Mfg. Part No. Current vpc Stock No. 4-9+ 
- eer fs Ae ; 7 na : ee se er 10.9mm x 3.8mm x 8.8mm, Fast Acting, MINI® Series 
and sparks. Corosion resistant forlongersenicelie. Listed O2B7O0Z WRN 2A 32V aKaaas 0.32 
Voltage Price Each @ 029707.5WXNV 7.5A 32V 95F2012 0.17 
Rating ia eel @ 0297010.WXNV 10A 32V 95F2013 0.32 
Mfg. Part No. Current voc Stock No. 1-9+ © 0297015.WXNV 15A 32 95F2014 0.17 
19.1mm x 5mm x 19mm, Fast Acting © 0297020.WXNV 20A 32V 95F2015 0.17 
@ BK/ATC-3 3A 32V 97F7596 1.77 © 0297020.WXN 20A 32V 98K4449 = 
@ BKIATC-5 5A 32V 97F7598 1.83 © 0297025.WXNV 25A 32V 95F2016 0.17 
@ BK/ATC-7-1/2 7.5A 32V 97F7599 1.00 @ 0297030.WXNV 30A 32V 95F2024 0.32 
@ BK/ATC-10 10A 32V 97F7600 1.83 29.21mm x 8.85mm x 34.29mm, Time Delay, MAXI™ Series 
@ BK/ATC-15 15A 32V 97F7601 1.83 @ 0299060.TXN 60A 32V 95M7670 3.91 
@ BK/ATC-20 20A 32V 97F7602 1.56 @ 0299080.TXN 80A 32V 50M5624 3.91 
@ BK/ATC-25 25A 32V 97F7603 1.83 
> CONTINUED > > CONTINUED > 
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FUSES, RESETTABLE PTCS & GDTS @ Indicates RoHS Compliant 4] Find Datasheets Online 


AUTOMOTIVE BLADE FUSES (CONT.) GLR SERIES FAST-ACTING IN-LINE FUSES m 
Voltage Price Each B u SS a n n 
Rating by F:TeN 
Mfg. Part No. Current VDC Stock No. 1-9+ ls 
29.21mm x 8.85mm x 34.29mm, Time Delay, MAXI™ Series, Tin Plated >) 3 Gee tinoiat 
@ 0299020.ZXNV 20A 32V 91F3197 4.24 P Available 
© 0299020.2X0CR 20A 32V 98K4455 = @) G 
@ 0299025.ZXNV 25A 32V 9501867 1.47 
@ 0299080.ZXNV 80A 32V 91F3203 4.24 
PIM. 9364 GLR series 300V-rated fuses for fluorescent fixtures. UL listed, CSA certified. Mount in mfg. part no. HLR fuse 
7 older with preattached 6” 40), #18-gauge lead; order separately below. 
hold hp hed 6” (152.40), #18-gauge lead; order separately bel 
Voltage Price Each 
MIDI® TIME-DELAY AUTOMOTIVE BOLT-DOWN . © Rating ieee 
FUSES Littelfuse Mfg. Part No. Current VAC Stock No. 1-9+ 
Expertise Applied | Answers Delivered Fast Acting 
RoHS GLR-2 2A 300VAC 28F304 8.68 
Osa GLR-5 5A 300VAC 28F308 8.68 
Ah GLR-10 10A 300VAC 28F034 8.95 
PIM_2349 
Fuseholders 
: Voltage Price Each 
© Interrupting rating: 1000A @ 32VDC © Operating temperature range: -40°C to + 125°C No. of Rating 
© Voltage rating: 32VDC Mfg. Part No. Fuses Current VAC Stock No. 1-4+ 
Voltage Price Each Cartridge Fuse Holder, Wire Leaded 
Rating @ BK/HLR 1 15A 300V 29M7932 8.21 
Mfg. Part No. : Current VDC Stock No. 1-9+ PIM. 5512219 
41mm x 12mm x 8.3mm, Time Delay 
@ 0498040.M 40A 32V 12J3801 2.67 
Scan ak a =n iss CUBEFUSE® PANEL MOUNT FAST-ACTING FUSES Burggmann 
“eoassocoM OA © Maximize uptime and reliability using fuses designed and listed to UL 
© 0498060.M 0.78 2579 (low voltage fuses - fuses for 600VDC photovoltaic systems) by E:T-N 
@ 0498070.M 70A 32V 7831612 1.53 © Fast-acting protection specifically designed for low-fault ie 
@ 0498080.M 80A 32V 1233802 267 current conditions that occur in PV systems Gee tinoiat 
- - @ Maximize return on investment with fuses proven to with- Available 
@ 0498100.M 100A 32V 12J3803 3.08 stand harsh temperatures; demonstrated performance 
PIM_178406 in extreme temperature cycling conditions, ranging from @) @ 
-40°C through 90°C 
® Minimize panel space by up to 70% with readily available 
FAST-ACTING TELECOMMUNICATIONS Class CF holders 
INDICATING FUSES B u Ss m a n n @ Proven to clear faults faster than the UL requirement 
b E T N @ Minimal energy consumption leading to increased 
Y Bale efficiency 
RoHS | @ Ampacity rejecting holders help prevent overfusing 
pomp © Finger-safe construction minimizes exposure to live parts, 
@ reducing hazard to personnel 
A Voltage Voltage Price Each 
Rating Rating 
HLT Fuse Holder Mfg. Part No. Current VAC VDC Stock No. 1-4+ 
54.14mm x 25.4mm x 28.58mm, 2.13” x 1” x 1.13”, Fast Acting 
GMT @ PVCF35RN 35A 600VAC 600VDC 7574641 106.72 
Designed for telecommunications, computer and control circuit applications. Feature visual spring indication @ PVCF40RN 40A 600VAC 600VDC 7514642 105.39 
and alarm circuit activation. Rated 125VAC, 60VDC. UL recognized. Mount in HLT and HLS fuse holders; order - 
separately below. @ PVCF45RN 45A 600VAC 600VDC 7574643 106.72 
Voltage Voltage [Price Each @ PVCF50RN 50A 600VAC 600VDC 7514644 106.72 
Mfg. Part No. Current VAC vpc Stock No. 1-9+ @ PVCF60RN 60A 600VAC 600VDC 7574646 106.72 
Fast Acting 76.45mm x 25.4mm x 32mm, 3.01” x 1” x 1.26”, Fast Acting 
@ BK/GMT-1/4A 250mA 125VAC 60VDC 28F316 21.07 @ PVCF70RN 70A 6O0VAC 600VDC 7574647 227.82 
@ BK/GMT-1/2A 500mA 125VAC 60VDC 28F317 12.04 @ PVCF80RN 80A B00VAC 800VDC 7971341 227.82 
@ BK/GMT-3/4A 750mA 125VAC 60VDC 03/3198 7.24 @ PVCFSORN 90A B00VAC 600VDC 7574648 227.82 
@ BK/GMT-1A 1A 125VAC 60VDC 28F320 15.80 @ PVCF100RN 100A 600VAC 600VDC 7574635 227.82 
@ BK/GMT-1-1-3A 1.33A 125VAC 60VDC 28F321 11.39 PIM_203520 
@ BK/GMT-1-1/2A 1.5A 125VAC 60VDC 9609281 12.14 
@ BK/GMT-2A 2A 125VAC 60VDC 28F322 15.80 DUBEFUSE® PANEL MOUNT FAST-ACTING FUSES m 
@ BK/GMT-3A 3A 125VAC. 60VDC 28F323 10.64 @ Finger-safe power fuse system B u Ss a n n 
© Smallest footprint of any class fuse including Class J, CC, T and RK Te 
@ BKIGMT-4A aA 125VAC sovDC 079987 11.84 ® Class CF meets Class J fast-acting electrical perfor- u E 1 N alts 
© BKIGMT-5A BA i2evac__ | 60VDC 28F324 16.52 mance requirements Osa 
@ BK/GMT-7-1/2A 7.5A 125VAC 60VDC 96C9284 4222 $ i ageta A eo bi to help reduce Available 
lestructive thermal and magnetic forces 
@ BK/GMT-10A 10A 125VAC 60vDC 28F326 11.22 © True fast-acting fuse construction ) G 
@ BK/GMT-15A 15A 125VAC 60VDC 2701011 15.40 @ High interrupting rating to safely interrupt faults up to 
PIM_2336 300KA 
@ No venting of arc or molten metal and gases during 
opening 
Fuseholders @ Low let-through currents under fault conditions 
5 True, finger-safe fast-acting fuse construction delivers faster 
higcee in in |PriceEach response to damaging faults to help reduce destructive 
: thermal and magnetic forces. Ideally suited for protecting 
Mfg. Part No. Fuses Current VAC voc Stock No. 19+ Uninterruptable Power Supplies (UPS) and other critical 
Indicating Fuse Holder, Pin, Panel Mount applications that benefit from fast-acting fuse protection. 
@ BK/HLS 1 15A 125V 60V 95F3885 10.34 Voltage Voltage Price Each 
Indicating Fuse Holder, Pin, PC Board Thru Hole Rating Rating 
@ BKIHLT 1 15A 125V 60V 28F360 944 Mfg. Part No. Current VAC _ Stock No. 1-4+ 
Pues? 47.75mm x 19.05mm x 25.4mm, 1.88” x 0.75” x 1”, Fast Acting 
7 @ FCFIRN 1A 600VAC 600VDC 7574290 91.54 
@ FCF3RN 3A 600VAC 600VDC 7574296 73.73 
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CUBEFUSE® PANEL MOUNT FAST-ACTING FUSES (CONT.) 


FUSES, RESETTABLE PTCS & GDTS 


ELECTRICAL POWER FUSES 


FAST-ACTING 13/32 x 1-3/8” FERRULE FUSES (CONT.) 


Voltage Voltage Price Each Voltage Price Each 
Rating Rating Rating 
Mfg. Part No. Current VAC VDC Stock No. 1-4+ Mfg. Part No. Current VAC Stock No. 1-4+ 
47.75mm x 19.05mm x 25.4mm, 1.88” x 0.75” x 1”, Fast Acting 10mm x 35mm, 13/32” x 1-3/8”, Fast Acting 
@ FCF6RN 6A 600VAC 600VDC 7574302 73.73 BBS-4/10 400mA 600VAC 25M7664 = 
@ FCF1I0RN 10A 600VAC 600VDC 7574291 73.73 BBS-1/2 500mA 600VAC 25M7658 = 
@ FCF1I5RN 15A 600VAC 600VDC 7574293 71.03 BBS-1 1A 600VAC 70B8498 31.95 
@ FCF20RN 20A 600VAC 600VDC 7574294 73.73 BBS-2 2A 600VAC 94F2502 32.24 
@ FCF25RN 25A 600VAC 600VDC 7574295 TELUS BBS-3 3A 600VAC 70B1128 22.68 
@ FCF30RN 30A 600VAC 600VDC 7514297 62.63 PIM_2373 
54.1mm x 25.4mm x 28.58mm, 2.13” x 1” x 1.13”, Fast Acting 
@ FCF35RN 35A 600VAC 600VDC 7574298 107.38 
@ FCF40RN 40A 600VAC 600VDC 7514299 156.11 bie CAO UNG FERRUEE FUSES B ussmann 
@ FCFASRN 45A BO0VAC 600VDC 7574300 107.38 by F:TeN 
@ FCF50RN 50A 600VAC 600VDC 7574301 107.38 © 
@ FCF60RN 60A 600VAC 600VDC 7574303 107.38 AW 
76.45mm x 25.4mm x 32mm, 3.01” x 1” x 1.26”, Fast Acting RoHS _ 
© FCFTORN 70A 600VAC 600VDG 7574304 | 238.48 Seer 
BIECFHORN ms Sone oe FSLE308 cals © Designed for multimeters only @ UL recognized 
@ FCF9ORN 90A 600VAC 600VDC 7574306 229.13 © Voltage: 1000V 
@ FCF100RN 100A 600VAC 600VDC 7574292 208.52 Melamine tube, nickel-plated brass end caps. Intended to carry 100% of rated current indefinitely. Not intended 
PIM_203519 for branch circuit protection. 
Voltage Voltage Price Each 
Rating Rating 
600V FAST-ACTING DC MIDGET FUSES B ussmann Mfg. Part No. Current VAC vpc Stock No. 4nd 
Paki 10mm x 35mm, 13/32” x 1-3/8”, Fast Acting 
€ 3. by F-TeM DMM-B-44/100 440mA 1KV 1KV 96B8587 52.10 
4 AE x =~ Geasinpian 10mm x 38mm, 13/32” x 1-1/2”, Fast Acting 
\ d z Available @ DMM-B-11A 1A 1kV AkV 51M8728 95.56 
. PIM_87080 


@ 13/32” x 1-1/2" cartridge fuse 600VDC 
@ Interrupting current: 100kA @ 600VAC, 50kA @ 
aan 17 ei aaa E eer gGigL IEC 60269 INDUSTRIAL FERRULES Burggmann 
Rating Rating al 
Mfg. Part No. Current VAC vpc Stock No. ee by E:TeN 
10.3mm x 38.1mm, 13/32” x 1-1/2”, Fast Acting 
@ DCM-3/10 300mA 600VAC 600VDC 02J8611 24.52 
@ KLM-5 5A 600VAC 600VDC 63R7738 63.64 
PIM_142205 
FAST-ACTING 13/32 x 1-1/2” FERRULE FUSES B ussmann 
by E:T-N @ Dimensions: 10.3 x 38 x 10 mm © Solderability: In accordance with IEC 68-2-20 
RoHS Voltage Price Each 
Geesinpian Rating << 
Avaliatls Mfg. Part No. Current VAC Stock No. 1-9+ 
@ & fOmm x 38mm, 13/32" x 1-112" 
Mel Li ® ferrule f id 600V fe h high available sh I ae = ed a at 
lelamine, Limitron® ferrule fuses rate‘ for circuits with high available short-circuit currents. Interrupting 
rating: 100,000AIC. UL listed (2A, 5A, 7.5A and 10A are UL recognized), CSA certified. C1064 a ua Cue 1.77 
5 C10G6 6A 500VAC 08R5535 0.71 
Voltage Price Each 
Rating _—SI C10G10 10A 500VAC 08R5528 14.16 
Mfg. Part No. Current VAC Stock No. 1-94 C10G32 32A 400VAC 08R5533 0.83 
10.3mm x 38.1mm, 13/32” x 1-1/2”, Fast Acting PIM_202232 
@ KTK-1/10 100mA 600VAC 63R7750 66.56 
KTK 2/10 200mA 600VAC 50F2991 30.63 ENERAL PURPOSE FUSE 
@ KTK-1/4 250mA 600VAC 63R7752 71.06 . SES B | ss m a n n 
@ KTK-1 1A 600VAC 28F197 57.80 by E-TeN 
@ KTK-1-1/2 1.5A 600VAC 63R7749 34.74 
@ KTK-2 2A 600VAC 63R7756 60.20 @ 
@ KTK-3 3A 600VAC 63R7758 di 
SVU) ® Protects lighting, heating and other circuits not of circuit 
@KTKS 5A S00VAC 63R7761 51.48 subject to temporary surges © For motor circuits, size at 300% to 400% 
@ KTK-10 10A 600VAC 63R7753 57.80 © For general purpose circuits, size at ampere rating 
@ KTK-15 15A 600VAC 63R7755 57.80 NON series is rated at 250 VAC (or less), and from 1 to 600 A. Termination: Ferrule. 
@ KTK-20 20A 600VAC 63R7757 59.14 Voltage Voltage Price Each 
@KTK-30 30A G00VAC 63R7759 59.14 Rating Rating 
- Mfg. Part No. Current VAC VDC Stock No. 1-9+ 
PIM_2329 44.3mm x 50.8mm, 0.56” x 2”, One Time 
NON-3 3A 250VAC 125VDC 27F2439 17.70 
FAST-ACTING 13/32 x 1-3/8” FERRULE FUSES B ussmann NON-5 5A 250VAC 125VDC 94F2253 18.41 
NON-15 15A 250VAC 125VDC 27F2442 9.76 
by F-TeN NON-30 30A 250VAC 425VDC 27F 2445 16.03 
@® G 20.6mm x 76.2mm, 13/16” x 3”, One Time 
NON-35 35A 250VAC 125VDC 27F2446 16.76 
BBS fare aes f Hid Bal P iat NON-40 40A 250VAC 125VDC 27F2447 20.41 
series ferrule fuses for control, gaseous vapor fixture, allasts, electronic circuits. Fuses available 
from 1/10 - 5A. Voltage rating: 600VAC. UL listed, CSA certified. NON-60 BOA 250VAC 125VDC zi2a00 24.74 
PIM_80054 
> CONTINUED > 
1.800.463.9275 © newark.com Woovus elementiu 725 


FUSES, RESETTABLE PTCS & GDTS 


ELECTRICAL POWER FUSES 


CLASS CC TIME-DELAY 13/32 x 1-1/2” LOW- 
PEAK® TIME-DELAY - 
FUSES ¥ 


. Bussmann 
jby EF: TeN 
ORG 


LP-CC series 13/32” x 1-1/2” (10.3mm x 38.1mm) time-delay fuses are all-purpose, space-saving branch circuit 


fuses that meet most protection requirements up to 30A. Feature faster response to short-circuit currents and 
higher interrupting rating than mechanical overcurrent protective devices. Rated: 600VAC. Ratings available 
from 1/2-30A. 
Voltage Voltage Price Each 
Rating Rating 
Mfg. Part No. Current VAC VDC Stock No. 1-4+ 
10.3mm x 38.1mm, 13/32” x 1-1/2”, Time Delay 
LP-CC-1/2 500mA 600VAC 300VDC 97F7582 67.78 
LP-CC-1 1A 600VAC 300VDC 97F7583 69.87 
LP-CC-2 2A 600VAC 300VDC 97F7580 52.41 
LP-CC-3 3A 600VAC 300VDC 95F3879 73.37 
LP-CC-4 4A 600VAC 300VDC 95F3881 74.84 
LP-CC-5 5A 600VAC 300VDC 95F3882 70.56 
LP-CC-6 6A 600VAC 300VDC 95F3883 73.37 
LP-CC-8 8A 600VAC 300VDC 52F5718 70.56 
LP-CC-10 10A 600VAC 300VDC 95F3884 74.84 
LP-CC-12 12A 600VAC 300VDC 95F3865 67.78 
LP-CC-15 15A 600VAC 300VDC 95F3866 68.52 
LP-CC-20 20A 600VAC 300VDC 95F3867 70.56 
LP-CC-25 25A 600VAC 300VDC 02B4549 70.56 
LP-CC-30 30A 600VAC 300VDC 95F3868 70.56 
PIM_79622 
CLASS G TIME-DELAY FERRULE FUSES Bussmann 
by F-TeN 


RoHS _ 
Compliant 
Available 


SC series time-delay ferrule fuses are ideal for branch and supplementary protection. 13/32” fuse diameter; 


length varies with electrical rating. Interrupting rating: 100,000AIC. Ampere rating: 7-60A (time-delay). Voltage 
ratings: 480VAC, 300VDC except mfg. part nos. SC-10, SC-15 and SC-20 (600VAC, 170VDC). 600V rating: 
can be used in 120/208, 120/240 and 277/480 volt circuits. SC fuses are about 1/2 the size of 600V NEC fuse 
type. Ampere ratings above 6A have a degree of overload time-delay which permits them to pass temporary 
overloads. At 200% load, they have a minimum opening time of 12 seconds. UL listed, Class G. CSA certified. 
Voltage Voltage Price Each 
Rating Rating 

Mfg. Part No. Current VAC VDC Stock No. 1-4+ 
0.41” x 1.41”, Time Delay 
@ SC-20 20A 600VAC 170VDC 27F2426 24.18 
0.41” x 1.62”, Time Delay 
@ SC-25 25A 480VAC 300VDC 27F2427 43.00 
@ SC-30 30A 480VAC 300VDC 27F2428 34.01 
10.3mm x 33.3mm, 0.41” x 1.31”, Time Delay 
@SC-10 10A 600VAC 170VDC 30M2623 23.82 
@SC-15 15A 600VAC 170VDC 27F2425 28.43 
10.3mm x 57.2mm, 0.41” x 2.25”, Time Delay 
@ SC-40 40A 480VAC 300VDC 27F2429 36.41 
@ SC-50 50A 480VAC 300VDC 27F2430 36.57 
@ SC-60 60A 480VAC 300VDC 27F2431 46.57 
PIM_55371 
TIME-DELAY 13/32 x 1-1/2” FUSES Bussmann 


__,>y E-TehM 
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FNM series dual-element Fusetron® fuses for circuits with high inrush currents. Fuse opening time: 4 hours, 
minimum @ 110% load; 1 hour, maximum @ 135% load. 
Voltage Price Each 
Rating 
Mfg. Part No. Current VAC Stock No. 1-4+ 
10.3mm x 38.1mm, 13/32” x 1-1/2”, Time Delay 
FNM-1/2 500mA 250VAC 27F863 24.71 
FNM-6/10 600mA 250VAC 94F2516 21.77 
FNM-1 1A 250VAC 27F864 28.95 
FNM-1-1/4 1.25A 250VAC 94F2199 24.34 
FNM-2 2A 250VAC 27F866 25.40 
> CONTINUED > 
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TIME-DELAY 13/32 x 1-1/2” FUSES (CONT.) 


Voltage | Price Each" 
Rating 
Mfg. Part No. Current VAC Stock No. 1-4+ 
10.3mm x 38.1mm, 13/32” x 1-1/2”, Time Delay 
FNM-2-1/2 2.5A 250VAC 27F872 22.59 
FNM-3 3A 250VAC 96F6103 27.62 
FNM-3-2/10 3.2A 250VAC 27F867 21.11 
FNM-4 4A 250VAC 27F868 27.60 
FNM-5 5A 250VAC 27F869 26.40 
FNM-6 6A 250VAC 02B2886 22.40 
FNM-6 1/4 6.25A 250VAC 27F873 28.53 
FNM-7 7A 250VAC 94F2203 25.07 
FNM-8 8A 250VAC 27F874 29.13 
FNM-10 10A 250VAC 27F870 26.85 
FNM-12 12A 125VAC 27F875 19.22 
FNM-15 15A 125VAC 27F876 26.09 
FNM-20 20A 32VAC 98F1097 26.31 
FNM-30 30A 250VAC 94F2202 20.28 
PIM_2333 
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FNQ series time-delay fuses for motor control transformers and other circuits with inrush currents. Rated 500V. 
Interrupting rating: 10,000AIC. 


Voltage Price Each 
Rating 
Mfg. Part No. Current VAC Stock No. 1-4+ 

10.3mm x 38.1mm, 13/32” x 1-1/2”, Time Delay 

FNQ-1/4 250mA 500VAC 27F2454 58.38 

FNQ-1/2 500mA 500VAC 27F2455 68.62 
@ FNQ-1 1A 500VAC 29M9935 65.23 
@ FNQ-1-6/10 1.6A 500VAC 27F2457 64.24 
@ FNQ-2 2A 500VAC 29M9938 65.23 
@ FNQ-2-1/2 2.5A 500VAC 29M9939 63.01 

FNQ-3 3A 500VAC 96F6104 65.23 
@ FNQ-3-2/10 3.2A 500VAC 27F2460 64.24 
@ FNQ-3-1/2 3.5A 500VAC 29M9941 69.08 
@ FNQ-4 4A 500VAC 29M9943 65.23 
@ FNQ-5 5A 500VAC 30M2600 65.23 
@ FNQ-6 6A 500VAC 29M9944 65.38 
@ FNQ-7 7A 500VAC 29M9945 63.01 
@ FNQ-8 8A 500VAC 29M9946 58.13 
@ FNQ-10 10A 500VAC 29M9936 65.23 
@ FNQ-15 15A 500VAC 29M9937 65.23 
10.3mm x 38.1mm, 13/32” x 1-1/2”, Time Delay, UL Listed Only 
@ FNQ-20 20A 500VAC 94F2204 65.23 
@ FNQ-25 25A 500VAC 29M9940 51.91 
@ FNQ-30 30A 500VAC 29M9942 65.23 
PIM_2350 
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by FzTeN 
OKs 
Knife Blade Cartridge 
@ Dual element with minimum 10 second delay at protective devices 
500% overload © Lower watts loss reduces power consumption 


@ Protects against motor burnout from overload 
© Faster response than mechanical overcurrent 


Rated at 600VAC (or less), and from 1 to 600 A. Use Class J fuseblock; J600 series. UL listed, CSA certified, 
Class J. 


© Space saving package for equipment down sizing 
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ELECTRICAL POWER FUSES 


LOW-PEAK® CUBEFUSE® DIN MOUNT TIME-DELAY FUSES & FUSE 


Voltage Voltage Price Each HOLDERS (CONT.) 
Rating Rating Voltage Voltage Price Each 
Mfg. Part No. Current VAC VDC Stock No. 1-4+ Rating Rating ——— 
20.6mm x 57.2mm, 13/16” x 2-1/4”, Time Delay, Cartridge Mfg. Part No. Current VAC VDC Stock No. 1-4+ 
LPJ-3SP 3A 600VAC 300VDC 02B4584 79.22 54.1mm x 25.4mm x 28.58mm, 2.13” x 1” x 1.13”, Time Delay, Non-Indicating Fuses 
LPJ-5SP. 5A 600VAC 300VDC 02B4596 80.07 @ TCF35RN 35A 600VAC 300VDC 83R6062 140.59 
LPJ-6SP. 6A 600VAC 300VDC 02B4599 70.86 @ TCF40RN 40A 600VAC 300VDC 83R6063 140.59 
LPJ-8SP. 8A 600VAC 300VDC 02B4604 83.87 @ TCF45RN 45A 600VAC 300VDC 83R6064 140.59 
LPJ-10SP 10A 600VAC 300VDC 02B4564 90.23 @ TCF50RN 50A 600VAC 300VDC 83R6065 137.09 
LPJ-12SP 12A 600VAC 300VDC 02B4567 79.52 @ TCFGORN 60A 600VAC 300VDC 83R6067 137.49 
LPJ-15SP 15A 600VAC 300VDC 02B4569 92.63 76.45mm x 25.4mm x 32mm, 3.01” x 1” x 1.26”, Time Delay, Indicating Fuses 
LPJ-20SP 20A 600VAC 300VDC 02B4577 88.90 @ TCF70 70A 600VAC 300VDC 19K5632 291.75 
LPJ-25SP 25A 600VAC 300VDC 02B4580 90.12 @ TCF80 80A 600VAC 300VDC 87H7812 295.66 
27mm x 60.3mm, 1-1/16” x 2-3/8”, Time Delay, Cartridge @ TCF90 90A 600VAC 300VDC 19K5633 260.84 
LPJ-35SP 35A 600VAC 300VDC 02B4587 151.11 76.45mm x 25.4mm x 32mm, 3.01” x 1” x 1.26”, Time Delay, Non-Indicating Fuses 
LPJ-40SP 40A 600VAC 300VDC 02B4591 147.05 @ TCF70RN 70A 600VAC 300VDC 83R6068 233.47 
LPJ-50SP 50A 600VAC 300VDC 02B4597 146.12 @ TCF80RN 80A 600VAC 300VDC 83R6069 262.01 
LPJ-60SP 60A 600VAC 300VDC 02B4600 ST @ TCF9ORN 90A 600VAC 300VDC 83R6070 249.86 
28.7mm x 117.6mm, 1-1/8” x 4-5/8”, Time Delay, Knife Blade @ TCF100RN 100A 600VAC 300VDC 83R6056 232.73 
LPJ-70SP 70A 600VAC 300VDC 0284603 249.14 PIM_68049 
LPJ-80SP 80A 600VAC 300VDC 02B4605 249.18 
LPJ-90SP 90A 600VAC 300VDC 02B4607 257.42 Fuseholders 
LPJ-100SP 100A 600VAC 300VDC 02B4565 249.89 Voltage Voltage PEEaen 
41.3mm x 146.1mm, 1.63” x 5.75”, Time Delay, Knife Blade No. of Rating Rating at 
LPJ-150SP 150A 600VAC 300VDC 02B4570 482.65 Mfg. Part No. Fuses Current VAC VDC Stock No. 1-4+ 
LPJ-175SP 175A 600VAC 300VDC 02B4572 483.11 Cartridge Fuse Holder, Screw 
LPJ-200SP 200A 600VAC 300VDC 02B4578 473.43 @ TCFHG6ON 1 60A 600V 300V 09R2653 44.10 
53.59mm x 184mm, 2.11” x 7.126”, Time Delay, Knife Blade @ TCFH100N 1 100A 600V 300V 09R2651 55.14 
LPJ-300SP 300A 600VAC 300VDC 02B4586 1008.82 PIM_5495240 
LPJ-400SP 400A 600VAC 300VDC 02B4592 997.69 
PIM_80035 . 1/2” 
E ete CC TIME-DELAY 13/32 x 1-1/2 REJECTION Bussma nn 
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RoHS _ 

Compliant 

Available 
Time-delay fuses with built-in rejection feature for control transformers and motor branch circuits. Designed 


to UL 508 and NEC 430-72 standards. Interrupting rating: 200,000AIC. Rated 600V. Ratings available from 
1/4-30A. 


Voltage Price Each 
Rating 
Mfg. Part No. Current VAC Stock No. 1-4+ 
10.3mm x 38.1mm, 13/32” x 1-1/2”, Time Delay 
@ FNQ-R-1/4 250mA 600VAC 29M9921 69.22 
Fuse Fuse Holder @ FNQ-R-4/10 400mA 600VAC 29M9929 100.03 
@ Finger-safe industrial fuse system surges @ FNQ-R-1/2 500mA 600VAC 29M9920 70.79 
© Meet UL Class J performance © Interrupt faults to 300kA at 6OOVAC (100kA at @ FNQ-R-6/10 600mA 600VAC 29M19932 78.51 
@ Type 2 “no damage” protection for IEC motor 300VDC) = 
starters when properly sized @ No venting of arc or molten metal and gasses @ FNQR-1 1A S00VAC 29M9918 68.65 
@ Dual-element time-delay during opening @ FNQ-R-1-1/2 1.5A 600VAC 29M9919 66.69 
@ Long time delay to minimize nuisance circuit @ Small footprint, low power consumption @ FNQ-R-2 2A 600VAC 29M19923 70.20 
openings from temporary overloads and transient = 
-R-2- 2.5A 600VAC 29M9924 
Provides true dual-element fuse construction with minimum 10-sec. time-delay @ 500% of rating. Time delay SENGReN2 ed 
allows for back-up protection against motor burnout from overload or single phasing if other overload devices @ FNQ-R-3 3A S00VAC 29M9926 74.33 
fail. @ FNQ-R-4 4A 600VAC 29M9928 74.67 
Voltage Voltage Price Each @ FNQ-R-5 5A 600VAC 29M9930 75.18 
Rating Rating Re 6A BOOVAC 29M9931 
Mfg. Part No. Current vAC vpc Stock No. 1-44 boda eaie HSS 
7 Tah ETT @ FNQ-R-7-1/2 7.5A 600VAC 29M9933 74.60 
47.75mm x 19.05mm x 25.4mm, 1.88” x 0.75” x 1”, Time Delay, Indicating Fuses ENCORE SA S0VAC 20M9934 
@TCF6 6A 600VAC 300VDC 30M2624 | 91.60 SiNoRad at ane ee LESS 
oe a “-_ ed aes 108331 e oe 5 15A 600VAC 91F6000 me 
@ TCF30 30A 600VAC 300VDC 23C6710 112.60 oR HONS 
7 nA ra @ FNQ-R-20 20A 600VAC 29M9925 72.20 
47.75mm x 19.05mm x 25.4mm, 1.88” x 0.75” x 1”, Time Delay, Non-Indicating Fuses FNO-R-25 5A BOOVAC aIFSIOa ay 
@ TCFIRN 1A 600VAC 300VDC 27R1564 74.47 ein ai _ RIOVAC PaNGE7 = 
@ TCFSRN 3A G00VAC 300VDC 27R1565 | 72.45 als a 
@ TCF6RN 6A 600VAC 300VDC 83R6066 74.47 PIM_2351 
@ TCF10RN 10A 600VAC 300VDC 83R6055 60.40 
@ TCF15RN 15A 600VAC 300VDC 83R6057 85.27 FAST-ACTING 13/32 x 1-1/2” CLASS CC FUSES B ussmann 
@ TCF17-1/2RN 17.5A 600VAC 300VDC 83R6058 88.50 
@ TCF20RN 20A 600VAC 300VDC 83R6059 84.02 _ by F-TeN 
@ TCF25RN 25A 600VAC 300VDC 83R6060 83.54 @ aq} 
@ TCF30RN 30A 600VAC 300VDC 83R6061 71.53 soils 
54.1mm x 25.4mm x 28.58mm, 2.13” x 1” x 1.13”, Time Delay, Indicating Fuses Geasinpian 
@ TCF40 40A 600VAC 300VDC 2306713 | 163.28 ee ; = ; Avallable 
Melamine, Limitron® 600V class CC fuses with 200,000AIC rejection. Class CC. UL listed for branch circuit 
@ TCF45 45A 600VAC 300VDC 28C2928 134.48 protection. CSA certified. 
@ TCF60 60A 600VAC 300VDC 30M2625 164.30 
> CONTINUED > > CONTINUED > 
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ELECTRICAL POWER FUSES 


FAST-ACTING 13/32 x 1-1/2” CLASS CC FUSES (CONT.) FAST-ACTING AC FUSES (CONT.) 
Voltage Price Each Voltage Voltage Price Each 
Rating Rating Rating 
Mfg. Part No. Current VAC Stock No. 1-4+ Mfg. Part No. Current VAC VDC Stock No. 1-9+ 
10.3mm x 38.1mm, 13/32” x 1-1/2”, Fast Acting 10mm x 38mm, 13/32” x 1-1/2”, Fast Acting 
@ KTK-R-1/2 500mA 600VAC 63R7741 59.06 @ OKLKOO02. 2A 600VAC 500VDC 81F2144 18.97 
@ KTK-R-1 1A 600VAC 63R7739 59.30 @ OKLKO30. 30A 600VAC 500VDC 81F2154 24.62 
@ KTK-R-1-1/2 1.54 600VAC 63R7740 59.30 10.3mm x 38.1mm, 13/32” x 1-1/2”, Fast Acting 
@ KTK-R-2 2A 600VAC 63R7744 59.30 @ OKLKOO1. 1A 600VAC 500VDC 18M9127 20.61 
@ KTK-R-3 3A 600VAC 63R7745 59.30 @ OKLKO003. 3A 600VAC 500VDC 18M9128 20.61 
@ KTK-R-5 5A 600VAC 63R7746 61.65 @ OKLKOO6. 6A 600VAC 500VDC 18M9130 18.37 
@ KTK-R-6 6A 600VAC 63R7747 58.63 @ OKLKOOS. 8A 600VAC 500VDC 18M9131 21.07 
@ KTK-R-8 8A 600VAC 63R7748 46.39 @ OKLKO10. 10A 600VAC 500VDC 81F2150 24.36 
@ KTK-R-10 10A 600VAC 63R7742 61.65 @ OKLKO15. 15A 600VAC 500VDC 81F2151 16.00 
@ KTK-R-15 15A 600VAC 63R7743 59.30 @ OKLKO025. 25A 600VAC 500VDC 18M9132 18.56 
@ KTK-R-20 20A 600VAC 94F2243 59.30 PIM_9359 
KTK-R-25 25A 600VAC 95F3862 = OO 
@KTKR-30 30A Ae BSF SHES sa) KLK-D SERIES FAST-ACTING FUSES P ° 
ra 20 > CA Littelfuse 
ee | * } aye _, Expertise Applied | Answers Delivered 
cepa ne Me DELAY DUAL-ELEMENT Bussmann hee = @ @ 
by E:T-N Same as KLK series fuses, ordered separately, except interrupting rating: 10,000A @ 600VDC; 100,000A @ 
6O0VAC. UL listed, CSA certified. 
@) G Voltage Voltage Price Each 
Rating Rating 
fay eerioads stercoralis xi has athena ciiat cement fori omerkade, Mieriptiaing: 20000 gues sama Taos Tae Faden we SeckNo i 
y-OvenOads, SiOrt : u : peu mm x 38mm, ” x 1-1/2”, Fast Acting 
RMS symmetrical. Available from1/10A to 600A; go online or call. @KIKDO30T 30A BOOVAC B00VDG o2pe06e SG 
ee i) we Price Each = “40.3mm x 38.1mm, 13/32” x 1-172", Fast Acting 
Mfg. Part No. Current VAC VDC Stock No. 1-9+ @ KLKDO001.T 1A 600VAC 600VDC 95F841 25.42 
1.34” x 7.88”, Time Delay @ KLKDO002.T 2A 600VAC 600VDC 95F843 25.42 
FRS-R-70 70A 600VAC 300VDC 94F2216 137.20 @ KLKD003.T 3A 600VAC 600VDC 95F845 22.40 
FRS-R-100 100A 600VAC 300VDC 27F2420 149.21 @ KLKD004.T 4A 600VAC 600VDC 95F847 19.96 
1.84” x 9.63”, Time Delay @ KLKD005.T 5A 600VAC 600VDC 95F848 22.40 
FRSR-200 200A 600VAC 300VDC 94F2215 314.59 @ KLKD008.T 8A 600VAC 600VDC 18M9125 22.40 
2.59” x 11.63”, Time Delay @ KLKDO010.T 10A 600VAC 600VDC 18M9126 25.42 
FRS-R-300 300A 600VAC 300VDC 94F6751 633.85 @ KLKD015.T 15A 600VAC 600VDC 02B8056 19.96 
14.3mm x 50.8mm, 0.56” x 2”, Time Delay @ KLKDO020.T 20A 600VAC 600VDC 02B8060 23.30 
FRN-R1 1A 250VAC 125VDC 28F250 23.94 PIM_9360 
FRN-R-2 2A 250VAC 125VDC 28F253 27.00 
FRN-R-3 3A 250VAC 125VDC 94F2210 30.61 3 
FRN-R-4 4A 250VAC 125VDC 28F 256 30.61 SLO BEVEneES id Littelfuse 
FRN-R-S SA 250VAC 126VDC 28F257 40.87 Expertise Applied | Answers Delivered 
FRN-R-6-1/4 6.25A 250VAC 125VDC 28F258 17.69 
FRN-R-8 8A 250VAC 125VDC 28F259 29.25 @) G 
FRN-R-10 10A 250VAC 125VDC 28F260 32.56 
FRN-R-12 12A 250VAC 125VDC 94F2209 20.92 
FRN-R-15 145A 250VAC 125VDC 28F262 25.91 Time-delay 13/32 x 1-1/2" fuses offer supplemental protection for small motors, control transformers, solenoids, 
circuits with high inrush currents. Interrupting rating: 10,000A. 
FRN-R-20 20A 250VAC 125VDC 28F264 26.55 5 
FRN-R-30 30A 250VAC 125VDC 28F266 24.92 faa HEriesIEBeh) 
20.6mm x 76.2mm, 13/16” x 3”, Time Delay Mfg. Part No. Current VAC Stock No. 1-9+ 
FRN-R-40 40A 250VAC 125VDC 28F268 32.85 10.3mm x 38.1mm, 13/32” x 1-1/2”, Slow Blow 
FRN-R-60 60A 250VAC 125VDC 28F271 35.99 @ OFLM.500T 500mA 125VAC 18M9074 12.63 
20.6mm x 127mm, 1-1/16” x 5-1/2”, Time Delay @ OFLMO001.T 1A 250VAC 18M9075 12.04 
FRS-R-35 35A 600VAC 250VDC 27F2416 78.41 @ OFLM002.T 2A 250VAC 18M9076 10.91 
FRS-R-40 40A 600VAC 250VDC 27F2417 73.07 @ OFLM02.5T 2.5A 250VAC 18M9080 12.40 
FRS-R-60 60A 600VAC 250VDC 27F2419 81.18 @ OFLM003.T 3A 250VAC 02B7000 11.38 
20.6mm x 127mm, 13/16” x 5”, Time Delay @ OFLMO03.2T 3.2A 250VAC 81F2129 11.60 
FRS-R-3 3A 600VAC 250VDC 90F6102 41.94 @ OFLM004.T 4A 250VAC 81F2130 11.38 
FRS-R-10 10A 600VAC 250VDC 27F2411 55.32 @ OFLMO005.T 5A 250VAC 81F2131 = 
FRS-R-15 15A 600VAC 250VDC 27F2412 49.01 @ OFLM6.25T 6.25A 250VAC 18M9083 11.97 
FRS-R-20 20A 600VAC 250VDC 27F2413 49.01 @ OFLMO008.T 8A 250VAC 81F2133 11.50 
FRS-R-25 25A 600VAC 250VDC 27F2414 42.38 @ OFLM010.T 10A 125VAC 18M9077 11.38 
FRS-R30 30A 600VAC 250VDC 27F2415 48.54 @ OFLM012.T 12A 250VAC 18M9078 12.31 
PIM_2334 @ OFLM015.T 15A 250VAC 18M9079 11.38 
—. @ OFLM020.T 20A 250VAC 94F1984 11.38 
FAST-ACTING AC FUSES ' 5 ee ss cu me tes 
: id Littelfuse © OFLM030.7 30A 250VAC 18M9082 z 


= +, 
ED ; Expertise Applied | Answers Delivered PIM_9184 
be Eo 7 ONG 


Current-limiting fuses with high-interrupting rating: 100,000A. Ideal for control circuits, street lighting, H.1.D. 
lighting and computers. UL listed, CSA certified. 
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ELECTRICAL POWER FUSES 


TIME-DELAY DUAL-ELEMENT INDICATOR FUSES wid Litt -  250V SHOCK PROTECTION FUSE HOLDERS 
“ elfuse bulgi 
_— ulgin 


Expertise Applied | Answers Delivered ‘brand of Elektron Technology 


oO 


@ 2to 400A glance Fig. 3 
@ Dual element, time-delaly @ Minimizes exposure to live circuits S 
@ Fuses provide visual blown fuse indication at a ® Solid-state construction 
Voltage Voltage Price Each 
Rating Rating a 
Mfg. Part No. Current VAC VDC Stock No. 1-9+ Fig.7 
27mm x 139.7mm, 1-1/16” x 5-1/2”, Time Delay . 
FLSR060.TXID [60a |_600vac 300VDC 0287223 33.24 Fig. 8 
PIM_9407 
Fig. 6 
KLDR/KLKR SERIES CLASS CC FUSES s ° Voltage Voltage Price Each 
< Littelfuse No. of Rating Rating 
Expertise Applied | Answers Delivered Mfg. Part No. Fuses Current VAC VDC Stock No. J 1-24+ 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Panel, PC2, Fig. 5 
@) @ @ FX0415 1 16A 250V 250V 06WX9437 11.44 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Panel, PC2, Fig. 7 
Class CC time-delay 13//32 x 1-1//2” fuses protect control transformers and other components with high @ FX0419 1 20A 250V 250V 97K0378 14.43 
magnetizing currents during first half-cycle. Voltage rating: (600VAC/300VDC). Interrupting rating: 200,000A. Cartridge Fuse Holder, Screw, 1/4” x 1.1/4”, 6.3mm x 32mm, In-Line, PC1, Fig. 3 
Rejection feature added to one fuse cap. UL listed, CSA certified. Go online or call for more details on the : : : . a 
complete line of KLDR series SLO-BLO® fuses. @ FX0185 : 10A 250 250 OW x3825 11.30 
5 Cartridge Fuse Holder, Screw, 5mm x 20mm, In-Line, PC1 
Voltage Voltage Price Each 
Rating Rating @ FX0380 1 10A 50V 50V O06WX9434 1.55 
Mfg. Part No. Current VAC vbc Stock No. 1-4+ Cartridge Fuse Holder, Screw, 5mm x 20mm, In-Line, PC1, Fig. 3 
10.3mm x 38.1mm, 13/32” x 1-1/2”, Fast Acting @ FX0385 4 40A 250V 250V O6WX9435 5.25 
@ KLKRO002.T 2A 600VAC 300VDC 02B8082 22.11 Cartridge Fuse Holder, Solder, 5mm x 20mm, Panel, PC1, Fig. 1 
@ KLKRO10.T 10A 600VAC 300VDC 02B8079 22.11 @ FX0365 4 6.3A 250V 250V 06WX9433 19.07 
@ KLKRO020.T 20A 600VAC 300VDC 02B8085 19.48 Cartridge Fuse Holder, Solder, 5mm x 20mm, Panel, PC2, Fig. 4 
10.3mm x 38.1mm, 13/32” x 1-1/2”, Time Delay @ FX0462 1 16A 250V 250V 97K0379 8.38 
@ KLDR.100T 100mA 600VAC 300VDC 02B7987 18.19 Cartridge Fuse Holder, Solder Lug, 1/4” x 1-1/4”, 6.3mm x 32mm, 3AB, 3AG, 0, Base, PC1 
@ KLDR.500TXP 500mA 600VAC 300VDC 87F5378 30.17 @ FX0326 4 413A 250V 250V 06WX9418 5.61 
@ KLDR.750T 750mA 600VAC 300VDC 87F5380 = Cartridge Fuse Holder, Solder Lug, 1/4” x 1-1/4”, 6.3mm x 32mm, 3AB, 3AG, 0, Panel, PC2, 
@ KLDRO1.5T 1.5A 600VAC 300VDC 18M9122 oS Fig. 5 
@ KLDRO3.5T 3.5A 600VAC 300VDC 18M9123 21.58 @ FX0415/S 1 16A 250V 250V O6WXx9436_ | 10.94 
@ KLDRO05.T 5A 600VAC 300VDC 95F2054 Bee Cartridge Fuse Holder, Solder Lug, 5mm x 20mm, Base, PC1 
KLDRO10.T 10A 600VAC 300VDC 95F2062 es @ FX0267 1 6.3A 250V 250V 06WX9424 3.94 
KLDRO15.T 415A 600VAC 300VDC 2002896 19.85 Cartridge Fuse Holder, Solder Lug, 5mm x 20mm, Panel, PC1 
PIM_9230 @ FX0345 1 6.3A 250V 250V 06Wx9429 19.64 
ee ——— Cartridge Fuse Holder, Solder Lug, 5mm x 20mm, Panel, PC2 
@ FX0359 1 16A 250V we 06WX9431 7.32 
RoHS 
FUSE HOLDERS Osa ultic O° © FX0455/S 1 16A 250V O6Wx9442 6.96 
wallable I Y ] I Y | 
p Cartridge Fuse Holder, Through Hole, 5mm x 20mm, PC Board, PC1, Fig. 2 
@ FX0321 1 6.3A 250V 250V O06WX9426 3.59 
PIM_178437 


BD Er TERS FOR DIN AND AMERICAN RAILS 
© Buss DIN-Rail Adapters Permit Secure, Positive Snap-On Mounting B u Ss m a n n 
of Buss 0 to 30 Ampere Fuseblocks (One, Two, or Three Pole) On the by E:T-N 


Fuse Block In-Line Fuse Holder Various Size Rails (Rail Mounting Eliminates Costly and foils 
Time Consuming Drilling, Tapping, and Screw Mounting Geeiinpian 
@ Adapter Mechanically Locks Into Mounting Hole of Available 
f Fuseblock in Seconds to Become an Integral Part of 
In-Line Fuse Holder - Splashproof the Block 
© Fuse blocks and In-line fuseholders suitable for use with automotive blade type fuses © One Adapter is Required for Buss One and Two Pole 
Voltage Voltage Price Each Blocks 
No. of Rating Rating oS © With the Exception of the 32mm DIN-Rail, All Blocks 
Mfg. Part No. Fuses Current VAC voc Stock No. 1-249+ sae sian oa elias From a Rail Simply By 
a a ulling Up Its release Tal 
Automotive Blade Fuse Holder, Pin,FuseBlock © Use of Rail End-Stops On Both Sides of Adapters Is 
@ MCCQ-122 1 15A 250V 250V 08N2503 0.82 Recommended 
@ MCCQ-121 1 30A 250V 250V 08N2502 0.82 Price Each 
Automotive Blade Fuse Holder, Wire Leaded, In-Line Mfg. Part No. Description Stock No. 4+ 
@ MCCQ-211A 1 20A a 500V 08N2504 — @ DRA-1 CC, G & H (250V) Fuse Block 02B2597 10.08 
@ MCCQ-211N 1 30A = 500V 08N2506 4.91 @ DRA-2 R (250V) & M Fuse Block 02B2598 9.76 
Automotive Blade Fuse Holder, Wire Leaded, In-Line, Splashproof PIM_72267 
@ MCCQ-211CN 1 30A sas 500V 08N2505 4.17 
adie 1/4 x 1-1/4” FUSE BLOCKS RoHS 
SSE EE ELEAlDDAS-S-S——S——]=— Compliant 
See Bussmann 


by F:TeN 


om Rocker Switches 


Designed with your choice of: color, text, logo, icon 


Individual thermoplastic barrier blocks with sealed base, 1-piece mounting clips. Multiple units may be 
subdivided to desired number of poles. UL recognized, CSA certified. 


Call 800.463.9275 or email: customswitches@newark.com 


PIM_5624868 > CONTINUED > 
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FUSES, RESETTABLE PTCS & GDTS @ Indicates RoHS Compliant 4] Find Datasheets Online 


FUSE BLOCKS, HOLDERS & CLIPS 


1/4 x 1-1/4” FUSE BLOCKS (CONT.) 


Voltage Voltage Price Each Cut costs, not corners with 
No. of Rating Rating 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, 0° Clip 


@ BKIS-8201-1-R 1 20A 300V 300V | _63K6137 1.37 multicomp Board & Box Components 


@ BK/S-8201-2-R 2 20A 300V 300V 65K4441 2.61 newark.com/multicomp 
BK/S-8201-4 4 20A 300V 300V 08J0137 11.12 
BK/S-8201-5 5 20A 300V 300V 08J0138 14.06 PIM_5624836 
BK/S-8201-10 10 20A 300V 300V 08/0134 28.32 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, 40° Clip 
errant ; an at mT THER ai WATER RESISTANT IN-LINE FUSE HOLDERS B ussmann 
© BKIS-8202-2-R 2 20A 300V 3o0v | 63Ke412 | 8.85 by F-TeN 
@ BK/S-8202-3-R 3 3A 300V 300V 63K9413 8.35 RoHS 
@ BK/S-8202-10-R 10 20A 300V 300V 72K6298 33.81 Geptinpiat 
@ BK/S-8202-12-R 12 20A 300V 300V 63K9411 31.47 
Cartridge Fuse Holder, Screw, 1/4” x 1-1/4”, 0° Clip 
@ BK/S-8301-1-R 1 30A 300V 300V 63K6139 6.28 
@ BK/S-8301-2-R 2 30A 300V 300V 63K9415 16.98 
@ BK/S-8301-3-R 3 30A 300V 300V 63K9416 15.21 
@ BK/S-8301-4-R 4 30A 300V 300V 72K6301 20.86 sia ia asiie 
SERS SHOES R : Ok a0 SOY SSRI? cil For exposed tere Cae crimp. Accept various wire sizes. ar indicates packaged in bulk. 
@ BK/S-8301-10-R 10 30A 300V 300V 72K6300 58.16 . 
© BKIS-8301-12-R 2 30A 300V 300v | 63Ke414 | 78.15 Nisa pee in WecsiEachl 
Cartridge Fuse Holder, Solder Lug, 1/4” x 1-1/4”, 0° Clip Mfg. Part No. Fuses Current VAC vbc Stock No. 1-4+ 
@ BK/S-8001-1-R 1 25A 300V 300V 63K6134 — Cartridge Fuse Holder, Crimp, 1/4” x 1-1/4”, 6.3mm x 32mm, 3AG 
BK/S-8001-3 3 25A 300V 300V 7204523 7.86 @ BK/HFA-R 1 20A 250V 250V 65K4436 23.29 
Cartridge Fuse Holder, Solder Lug, 1/4” x 1-1/4”, 40° Clip Cartridge In Line Fuse Holder, Crimp, 13/32” x 1-1/2” 
@ BK/S-8002-1-R 1 25A 300V 300V 63K6135 4.89 BK/HEB-BB 1 30A 600V 600V | 99M3966 Tle 
@ BK/S-8002-12-R 12 25A 300V 300V 63K9410 37.29 Cartridge In Line Fuse Holder, Wire Leaded, 13/32” x 1-1/2” 
PIM_2345 BK/HEB-AA 1 30A 600V a3 | 95F800 K202 
PIM_2377 
pcre eiod Bussmann 
e 
anhate st Mote ae by E-TeN HRK SERIES FUSE HOLDER B ussmann 


Voltage rating: 6|00OVAC 

UL flammability: 94V0 

For use with Class CC fuses (Cooper Bussman LP-CC, 
KTK-R, and FRQ-R) 


Gee einoiat by F-T-N 


Available RoHS _ 
Compliant 
(q) Available 


© For 1/4 x 7/8" to 1/4 x 1-1/4” Fuses Lengths 
© #14 AWG Copper Wire Leads @ Wire Leads Are Staked and Soldered to the 
© 8" (203) Leads Contacts of the Fuse Holder 
® Three Springs Furnished to Accept Different Fuse 
Voltage Price Each 
No. of Rating 
Mfg. Part No. Fuses Current VAC Stock No. 1-4+ 
seca in cin |Price Each “Cartridge In Line Fuse Holder, Wire Leaded, 1/4” x 7/8”, 1/4” x 1-1/4” 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-4+ @ BK/HRK-R 1 15A 32V 63K9371 9.88 
Branch Circuit Cartridge Fuse Holder, Screw PIM_2343 
@ BC6033S 3 30A 600V 600V 98F1635 ee 
PIM 12214 IN-LINE UNIVERSAL FUSE HOLDERS Bussmann 
IN-LINE FUSE HOLDER FOR Bussmann by E-TeN 
5x15mm AND 5x20mm FUSES RoHS 
by ETN Cee 


RoHS 
Compliant 
Available 


Mfg. part no. HHT is a black 2-piece screw-together assembly in-line fuse holder. Supplied with 13” long red 
16AWG wire. Electrical ratings: 5 x 15mm rated 5A at 32V; 5 x 20mm rated 10A at 32V. Dimensions (Dia. x L): 
0.42 x 1.84”. Wire length: 13”. . . : F 
- Versatile nylon fuse holders for dry environments. Designed for 1/4” diameter x 7/8 to 1-1/4” fuses. Accept #12 
Voltage Voltage Price Each to #18-gauge wire. Rated 30A @ 32V. HHB has in-line crimp terminal. 
No. of Rating Rating 5 
Mfg. Part No. Fuses Current VAC vpc Stock No. 1-9+ — ioe Price Each 
Cartridge In Line Fuse Holder, Wire Leaded, 5mm x 15mm, 5mm x 20mm Mfg. Part No. Figes Current VAC Stock No. 4-94 
@ BK/HHT 1 5A 32V 32V 91F4760 2.82 Cartridge In Line Fuse Holder, Crimp, 1/4” x 7/8”, 1/4” x 1-1/4” 
PIM 13233 @ BK/HHB-R 1 30A 32V 63K9349 2.34 


PIM_2342 


730 Go online or call for non-compliant or &?ROHS Compliant products. See page 2 


FUSES, RESETTABLE PTCS & GDTS 
FUSE BLOCKS, HOLDERS & CLIPS 


1/4 x 1-1/4” WATER-RESISTANT IN-LINE FUSE FUSE CLIPS (CONT.) 
HOLDER B u SS m a n n Voltage Price Each 
by E:TeN No. of Rating 
RoHS Mfg. Part No. Fuses Current VAC Stock No. 1-9+ 
im Gepiinaan Cartridge Fuse Clip, Solder Lug, 13/32”, Spring Bronze, End Stop, Straight Leads, Fig. 4 
@ BK/1A3400-09-R 1 20A 500V 63K6822 eee 
Cartridge Fuse Clip, Solder Lug, 5mm, Beryllium Copper, Straight Leads, Fig. 3 
@ BK/1A3399-04-R 1 15A 500V 63K6820 FES 
Cartridge Fuse Clip, Solder Lug, 5mm, Spring Bronze, End Stop, Straight Leas, Fig. 3 
ree ate @ BK/1A5018-10-R 1 15A 500V 63K6824 0.71 
ea spray, ultraviolet light and ozone. Accepts #12 to #18 gauge wire. Yellow for high visibility. Cartridge Fuse Clip, Solder Lug, 5mm, Spring Bronze, Straight Leads, Fig. 3 
Voltage Price Each @ BK/1A3399-10-R 1 15A 500V 63K6821 — 
No. of Rating a Cartridge Fuse Clip, Solder Lug, ATC, Cartridge Brass, Straight Leads 
Mfg. Part No. Fuses Current VAC Stock No. 1-4+ @ BK/1A5600 1 20A 500V 81H0063 1.31 
Cartridge In Line Fuse Holder, Crimp, 1/4” x 1-1/4” PIM_2356 
@ BK/HFB-R 1 30A 32V 63K9348 8.23 
PIM_2341 LAMP INDICATING 1/4 x 1-1/4” FUSE HOLDERS Bussma nn 
AUTO FUSE HOLDER Bussmann by F-TeN 
by EsTeN WE 
RoHS 
Gee eimoiat 
Available HKT 
Vibration-resistant holders fit panels to 3/16” (4.76) thick. HKL is UL recognized, CSA certified. 
Voltage Price Each 
. No. of Rating 
je ‘a Mfg. Part No. Fuses Current VAC Stock No. 1-4+ 
= / Indicating Fuse Holder, Solder Lug, 1/4” x 1-1/4”, Incandescent Lamp, Amber Lens, Flat-Sided 
In-line fuse holder for ATC® series blade-type auto fuses. Rated 30A. #12-gauge lead wire attached. Knob 
- BK/HKX 1 20A 33V 96C9314 60.17 
Voltage Price Each —— 
No. of Rating ae aaany Indicating Fuse Holder, Solder Lug, 1/4” x 1-1/4”, Incandescent Lamp, Amber Lens, Octagon 
Mfg. Part No. Fuses Current vDC Stock No. 1-9+ Knob 
Automotive Blade Fuse Holder, Wire Leaded, ATC BK/HKT 1 20A 22V 9609313 57.45 
@ BK/HHD | 1 24A 32V 97F7607 9.72 Indicating Fuse Holder, Solder Lug, 1/4” x 1-1/4”, Neon Lamp, Clear Lens, Flat-Sided Knob 
PIM_2375 BK/HKL-X 1 15A 250V 27F814 72.12 
Indicating Fuse Holder, Solder Lug, 1/4” x 1-1/4”, Neon Lamp, Clear Lens, Octagon Knob 
BK/HKL 1 15A 250V 27F813 Seer 
FUSE CLIPS RoHS 
sere BUSSMANN = az 


by F-TeN 


FUSE HOLDING RAIL MOUNT TERMINAL BLOCKS Bussman n 
by F-TeN 


RoHS 
Compliant 


Available 


Ratings: 30A, 600V; UL/CSA. 1 pole. Fuse size: 13/32” x 1-1/2” (KTK-R, FNQ-R or LP-CC). AWG: #8-22 CU. 
Mounting options: 35mm DIN rail, C-Rail. Torque Rating: 18 in/lb. max. Operating temperature: 105°C. 


Voltage Price Each 
No. of Rating eee 
"BK/” prefix indicates “bulk.” All items regardless of prefix are sold in bulk (each). Mfg. Part No. Fuses Current VAC Stock No. 4-4+ 
set lise Price Each Cartridge Fuse Holder, , 13/32” x 1-1/2” 
0. 0 ‘ating 
Mfg. Part No. Fuses Current VAC Stock No. 1-9+ @NONF1-WH L 30A oy coke 128 
Cartridge Fuse Clip, , 1/4”, Spring Bronze, Bright Tin, Fig. 5 PIM_72266 
@ BK/5681-15 1 te ais 94F2444 a 
Cartridge Fuse Clip, , 1/4”, Spring Bronze, Fig. 5 PANEL MOUNT FUSE HOLDERS 
@ BK/5681-15-R 1 be 63K7643 0.29 Bussi nann 
Cartridge Fuse Clip, , 13/32”, Spring Bronze, Fig. 5 by F-TeN 
@ BK/5956-16-R 1 ix a 63K9418 — a —— RoHS _ 
Cartridge Fuse Clip, Pressure Plate, Quick Connect, 13/32”, Spring Bronze, End Stop, Fig. 5 CS Geetinpian 
@ 5960-63 1 ‘it is 27F597 3.06 ° 
Cartridge Fuse Clip, Pressure Plate, Quick Connect, 13/32”, Spring Bronze, Fig. 5 HKP-HH W @ 
@ 5956-16 1 a ee 90F6091 — Bayonet-type knobs. Fit into panels up to 0.313" (7.95) thick. 250V voltage rating. UL recognized, CSA certified. 
Cartridge Fuse Clip, Pressure Plate, Quick Connect, 9/32”, Spring Bronze, Fig. 5 “BKI” indicates packaged in bulk. 
© 5672-11 1 fe s 94F2262 = Voltage [Price Each | 
Cartridge Fuse Clip, Solder Lug, 1/4”, Beryllium Copper, End Stop, Angled-Out Lead, Fig. 2 Mfg. Part No. aed Current Se. Stock No. 4d 
@ BK/1A4534-01-R 1 15A 500V 63K6823 = Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4” 
Cartridge Fuse Clip, Solder Lug, 1/4”, Beryllium Copper, End Stop, Straight Leads, Fig. 4 @ BK/HKP-HH-R 1 15A 250V 63K9356 11.30 
@ BK/1A1907-03-R 1 15A 500V 63K6817 — @ BKIHKP-R 1 30A 250V 63K9357 3.23 
Cartridge Fuse Clip, Solder Lug, 1/4”, Cartridge Brass, End Stop, Angled-In Leads, Fig. 1 Cartridge Fuse Holder, Solder Lug, 1/4” x 1” 
@ BKMAN19-10-R 1 15A 500V GKCEIS aa BK/HJM 1 5A 125V 27F819 11.76 
Cartridge Fuse Clip, Solder Lug, 1/4”, Cartridge Brass, End Stop, Straight Leads, Fig. 4 Cartridge Fuse Holder, Solder Lug, 1/4” x 1-1/4” 
@ BK/1A1907-06-R 1 15A 500V SSKGBI8 = @ BKIHKP-CC-R 1 30A 250V 63K9355 3.18 
> CONTINUED > > CONTINUED > 
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FUSES, RESETTABLE PTCS & GDTS 


FUSE BLOCKS, HOLDERS & CLIPS 


PANEL MOUNT FUSE HOLDERS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


PANEL MOUNT FUSE HOLDERS (CONT.) 


Voltage Price Each Voltage Price Each 
No. of Rating No. of Rating 
Mfg. Part No. Fuses Current VAC Stock No. 1-4+ Mfg. Part No. Fuses Current VAC Stock No. 1-9+ 
Cartridge In Line Fuse Holder, Solder Lug, FM01 Cartridge Fuse Holder, Quick Connect, Solder, 1/4” x 1-1/4”, Low Profile, Rear Hex Nut, In- 
BK/HWA-AF 1 5A | 125V 28F381 42.82 Line, 3/16 Tab, Table, Screwdriver Carrier 
Cartridge In Line Fuse Holder, Wire Leaded, SFE © BK/HTB-32I-R 1 15A 250V 63K9380 2.86 
BK/HMJ 1 20A | 32V 30F175 9.66 Cartridge Fuse Holder, Quick Connect, Solder, 1/4” x 1-1/4”, Low Profile, Rear Hex Nut, Right 
= Angle, 3/16 Tab, Knob Carrier 
Mee @ BKIHTB-24-R 1 15A 250V 63K9374 3.02 
Cartridge Fuse Holder, Quick Connect, Solder, 1/4” x 1-1/4”, Low Profile, Rear Hex Nut, Right 
PANEL MOUNT FUSE Al SB : Angle, 3/16 Tab, Table, Screwdriver Carrier 
HOLDERS G fatale, B USSMANN  CasKrtesar 1 15A 250V 63K9382 1.98 
by E:T-N Cartridge Fuse Holder, Quick Connect, Solder, 5mm x 20mm, Front Hex Nut, Right Angle, 3/16 
Tab, Knob Carrier 
ey Ea Sim { — @ BK/HTB-64M-R 1 15A 250V 63K9399 6.77 
= 4 is Fo - i \ —"- k Cartridge Fuse Holder, Quick Connect, Solder, 5mm x 20mm, High Profile, Rear Hex Nut, 
Fig. 4 a = a Right Angle, 3/16 Tab, Knob Carrier 
Fig. 2 Fig. 3 Fig. 4 @ BK/HTB-44M-R 1 15A 250V 63K9389 6.30 


Designed to international specifications per IEC #257 and accept either 5 x 20mm (suffix M) or 1/4 x 1-1/4” 
(suffix I) fuses. Rear panel mount version allows pre-wiring before insertion in panel. 250V voltage rating. UL 
recognized, CSA certified, SEMKO approved, VDE approved. Additional models available; go online or call. 
“BK” indicates packaged in bulk. 


Cartridge Fuse Holder, Quick Connect, Solder, 5mm x 20mm, Low Profile, Rear Hex Nut, 
In-Line, 3/16 Tab, Knob Carrier 


@ BK/HTB-22M-R 1 15A 250V 63K9373 3.06 


Cartridge Fuse Holder, Quick Connect, Solder, 5mm x 20mm, Low Profile, Rear Hex Nut, Right 
Angle, 3/16 Tab, Knob Carrier 


Voltage Price Each 
No. of Rating 
Mfg. Part No. Fuses Current VAC Stock No. 1-9+ 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, Front Hex Nut, In-Line, 1/4 Tab, Knob 
Carrier 


@ BK/HTB-66I-R 1 20A 250V 63K9400 7.56 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, High Profile, Rear Hex Nut, In-Line, 1/4 
Tab, Knob Carrier 


@ BK/HTB-461-R 1 20A 250V 63K9390 7.88 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, High Profile, Rear Hex Nut, Right Angle, 
1/4 Tab, Knob Carrier 


@ BK/HTB-48I-R 1 20A 250V 63K9392 11.42 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, Low Profile, Rear Hex Nut, In-Line, 1/4 
Tab, Knob Carrier 


@ BK/HTB-261-R 1 20A 250V 63K9376 12.23 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, Low Profile, Rear Hex Nut, In-Line, 1/4 
Tab, Table, Screwdriver Carrier 


@ BK/HTB-36I-R 1 20A 250V 63K9384 3.06 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, Low Profile, Rear Hex Nut, Right Angle, 
1/4 Tab, Knob Carrier 


@ BK/HTB-281-R 1 20A 250V 63K9378 3.06 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, Low Profile, Rear Hex Nut, Right Angle, 
1/4 Tab, Screwdriver Carrier 


@ BK/HTB-38I-R 1 20A 250V 63K9386 10.77 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, Low Profile, Snap-In, In-Line, 1/4 Tab, 
Knob Carrier 


@ BK/HTB-86I-R 1 20A 250V 63K9403 7.09 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, Low Profile, Snap-In, In-Line, 3/16 Tab, 
Knob Carrier 


@ BK/HTB-82I-R 1 15A 250V 63K9402 6.30 


Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Low Profile, Rear Hex Nut, In-Line, 1/4 
Tab, Knob Carrier 


@ BK/HTB-26M-R 1 16A 250V 63K9377 5.37 


Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Low Profile, Rear Hex Nut, In-Line, 1/4 
Tab, Table, Screwdriver Carrier 


@ BK/HTB-36M-R 1 16A 250V 63K9385 3.47 


Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Low Profile, Rear Hex Nut, Right Angle, 
1/4 Tab, Knob Carrier 


@ BK/HTB-28M-R 1 16A 250V 63K9379 7.09 


Cartridge Fuse Holder, Quick Connect, Solder, 1/4” x 1-1/4”, Front Hex Nut, In-Line, 3/16 Tab, 
Knob Carrier 


@ BK/HTB-62I-R 1 15A 250V 63K9397 7.56 


Cartridge Fuse Holder, Quick Connect, Solder, 1/4” x 1-1/4”, Front Hex Nut, Right Angle, 3/16 
Tab, Knob Carrier 


@ BK/HTB-641-R 1 15A 250V 63K9398 7.56 


Cartridge Fuse Holder, Quick Connect, Solder, 1/4” x 1-1/4”, High Profile, Rear Hex Nut, 
In-Line, 3/16 Tab, Knob Carrier 


@ BK/HTB-42I-R 1 15A 250V 63K9387 3.01 


Cartridge Fuse Holder, Quick Connect, Solder, 1/4” x 1-1/4”, High Profile, Rear Hex Nut, In- 
Line, 3/16 Tab, Screwdriver Carrier 


@ BK/HTB-52I-R 1 15A 250V 63K9393 9.57 


Cartridge Fuse Holder, Quick Connect, Solder, 1/4” x 1-1/4”, High Profile, Rear Hex Nut, Right 
Angle, 3/16 Tab, Knob Carrier 


@ BK/HTB-441-R 1 15A 250V 63K9388 9.57 


Cartridge Fuse Holder, Quick Connect, Solder, 1/4” x 1-1/4”, High Profile, Rear Hex Nut, Right 
Angle, 3/16 Tab, Screwdriver Carrier 


@ BK/HTB-54I-R 1 15A 250V 63K9394 2.15 


Cartridge Fuse Holder, Quick Connect, Solder, 1/4” x 1-1/4”, Low Profile, Rear Hex Nut, In- 
Line, 3/16 Tab, Knob Carrier 


@ BK/HTB-221-R 1 15A 250V 


63K9372 4.46 


> CONTINUED > 


732 


@ BK/HTB-24M-R 1 15A 250V 63K9375 11.42 


Cartridge Fuse Holder, Quick Connect, Solder, 5mm x 20mm, Low Profile, Rear Hex Nut, Right 
Angle, 3/16 Tab, Table, Screwdriver Carrier 
@ BK/HTB-34M-R 1 15A 250V 63K9383 2.89 


Cartridge Fuse Holder, Quick Connect, Solder, 5mm x 20mm, Low Profile, Snap-In, In-Line, 
3/16 Tab, Table, Screwdriver Carrier 


@ BK/HTB-92M-R 1 15A 250V 63K9405 6.30 

PIM_2357 

SUPPLEMENTARY FUSE BLOCKS Bussmann 
by F:TeN 


RoHS — 
Compliant 
Available 


© Current: 1/10 to 30A 
© Voltage: 600VAC 


© For use with any 13/32” x 1-1/2” fuses (Cooper 
Bussman KTK, FNQ, FNM, BAF, BAN and AGU) 


Length Height 
3" 1.21” 


PIM_72275 
250V CLASS H FUSE BLOCKS Bussmann 
by E:TeN 


RoHS 
Compliant 
Available 


Guide IZLT, File 14853 CSA Certified, C22.2 No. 
39, Class 6225-01, File 47235 

@ Withstand Rating (SCCR): 10kA RMS Sym. 

© For use with Class H Fuses (NON and REN) 


@ Amp Rating: 1/10 to 30A 

@ Voltage Rating: 250V 

@ UL Flammability: 94V0 

© Material: Thermoplastic 

@ Agency Information: CE, UL Listed, UL 4248, 


Length Height 
3 1.41” 


Voltage Price Each 
No. of Rating rae | 
Mfg. Part No. Fuses Current VAC Stock No. 1-4+ 
Cartridge Fuse Holder, Screw, Class H 
@ H25030-1S 1 30A 250V 94F2082 = 
PIM_195473 


Go online or call for non-compliant or = ROHS Compliant products. See page 2 


PC BOARD BLOCK FUSE HOLDERS Bu ssmann 
by F:TeN 


Fig. 2 Fig. 6 


RoHS _ 
Compliant 
Available 


FUSES, RESETTABLE PTCS & GDTS 
FUSE BLOCKS, HOLDERS & CLIPS 


13/32” FUSE HOLDERS (CONT.) 
@ BK/HPF-EE 1 15A 600V a 29m6910 | 40.08 
PIM_2355 


AUTOMOTIVE IN-LINE BLADE FUSE HOLDERS id Littelfuse 


Expertise Applied | Answers Delivered 


RoHS 
Compliant 
Available 


Voltage Voltage Price Each 
AY No. of Rating Rating 
G Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 
Fig. 3 Automotive Blade Fuse Holder, Wire Leaded, ATO 
@ OFHA0001ZXJ 1 20A 32V 32V 56P4438 4.63 
Fig. 4 @ OFHA0002ZXJ 1 30A 32V 32V 56P4439 1.72 
HB series accepts 5 x 20mm (type number suffix M) or 1/4 x 1-1/4” (mfg. part no. suffix |) fuse with proper carrier. Automotive Blade Fuse Holder, Wire Leaded, MINI 
HTC series accepts 5 x 20mm fuses. Rated 250V. UL recognized, CSA certified, SEMKO approved. © OFHIM0001ZXJ 71 0A 30V 32V 56P4440 5.60 
Voltage [Price Each = “@ OFHM00022XJ 1 30A 32V 32V 56P4441 6.60 
No. of Rating 
Mfg. Part No. Fuses Current VAC Stock No. 1-9+ PIM_177067 
Cartridge Fuse Holder, Pin, 1/4” x 1-1/4”, Horizontal Mount, Fig. 3 
@ BK/HBH-I-R 1 16A 250V 63K9342 3.18 ATO® AUTO FUSE HOLDERS a mn 
Cartridge Fuse Holder, Pin, 1/4” x 1-1/4”, Vertical Mount wid Littelfuse 
@ BK/HBW-I-R 1 16A 250V 63K9346 9.94 Expertise Applied | Answers Delivered 
Cartridge Fuse Holder, Pin, 1/4” x 1-1/4”, Vertical Mount with Pins, Fig. 1 
@ BK/HBV-I-R 1 16A 250V 63K9344 15.11 
Cartridge Fuse Holder, Pin, 5mm x 20mm, Horizontal Mount, Fuse Block, Fig. 6 de, 
@ BK/HTC-50M 1 6.3A 250V 93F5383 6.87 / 
Cartridge Fuse Holder, Pin, 5mm x 20mm, Vertical Mount, Fig. 5 RoHS | 
@ BK/HTC-45M 1 6.3A 250V 09J4511 = Geetinpian 
Cartridge Fuse Holder, Solder Lug, 5mm x 20mm, Horizontal Mount € 
© BIH TG;3M : . = : —_ URE : = FHAC series intended for ATO/FKS fuses. Supplied with two 4” wire leads. Includes protective cover for harsh 
Cartridge Fuse Holder, Solder Pin, 5mm x 20mm, Vertical Mount, Fuse Block, Fig. 4 environment. 155 series intended for use with 32V Autofuse® fuses. Capable of snap-mounting to panel from 
@ BK/HTC-15M 1 6.3A 250V 95F1467 2132) rear. Fuseholders interlock for multiple mounting. Supplied with 8" wire loop and fuse. 445 series intended for 
use with 32V ATO® fuses rated to 15A. 
PIM_2358 
Voltage Voltage Price Each 
No. of Rating Rating 
5 x 20mm FUSE HOLDER Mfg. Part No. Fuses Current VAC vbc Stock No. 1-9+ 
B u ss m a n n Automotive Blade Fuse Holder, Wire Leaded, ATO 
by F:TeN @ FHACOO01ZXJ 1 20A 32V 32V 56P4171 5.60 
RoHS | @ FHAC0001ZXJG 1 20A 32V 32V 98K4258 5.61 
Geasinpian Automotive Blade Fuse Holder, Wire Leaded, ATO, Assembled 
AY G @ 01550400Z 1 30A 32V 32V 94B5786 93) 
Automotive Blade Fuse Holder, Wire Leaded, ATO, Assembled with Fuse 
Pane! mount fuse holder saves space. Mfg. part no. HTC-35M rated 6.3A, 250V. UL recognized, CSA certified, @ 015503032XA 1 3A 32V 32V 038770 = 
SEMKO approved. Meet IEC 257, PC2 standards. @ 01550320ZXU 1 20A 32V 32V 14R8570 3.84 
Voltage Price Each @ 01550430ZXU 1 30A 32V 32V 6702793 5.38 
No. of Rating Automotive Blade Fuse Holder, Wire Leaded, ATO, Orange Wire 
Mfg. Part No. Fuses Current : VAC Stock No. 1-9+ @ FHACOO02ZXJ 71 300 30V 3DV B6P4173 601 
Cartridge Fuse Holder, Solder Lug, 5mm x 20mm, Horizontal Mount pM = ~*~«~« SStC<~SCSOtt 
@ BK/HTC-35M 1 6.3A 250V 93F5379 a = 
PIM_2359 
INTERNATIONAL SHOCK-SAFE PC BOARD FUSE . © 
: HOLDERS Littelfuse 
13/32” FUSE HOLDERS B ussmann Expertise Applied | Answers Delivered 


by F-TeN 
RoHS 
Gee simpian 
Available 
HPs AG 


| 


” Geeeinpian 
. Sualeble 
WG 


Shock-safe design eliminates the possibility of electrical shock, per IEC Standards 65 and 127. Screwdriver slot 


knob. UL recognized, CSA certified, VDE approved. 
ee ee eat Wooge | oles [Pico ach 
knob. Mfg. Part No. Fuses | Current VAC vpc Stock No. 1-94 
Voltage Voltage Price Each Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm 
No. of Rating Rating 
Mfg. PartNo. | Fuses | Current VAC vpc Stock No. 1-44 @ 03450101H : 416A 250V 250 P2250 6.41 
Branch Circuit Cartridge Fuse Holder, Quick Connect, Bayonet Knob, Flange Mounting © 03450101HX010 f 416A 250V 250 0287621 1.69 
@ BK/HPS-RR 1 30A 600V 600V 70B4605 45.85 Cartridge Fuse Holder, Quick Connect, 5mm x 20mm 
Branch Circuit Cartridge Fuse Holder, Quick Connect, Screw Knob, Flange Mounting © 03450121H 1 16A 250V 260 67K0268 7.50 
BK/HPF-RR 1 20A 600V ue 95F1462 62.55 Price Each 
Cartridge Fuse Holder, Quick Connect, 13/32” x 1-1/2”, Bayonet Knob, Flange Mounting Mfg. Part No. Description Stock No. 1-1-9+ 
@ BK/HPS 1 20A 600V 600V 94F2236 46.97 @ 03450121HX020 Fuse Holder Knob 3303107 2.96 
Cartridge Fuse Holder, Quick Connect, 13/32” x 1-1/2”, Screw Knob, Flange Mounting PIM_147428 
@ BK/HPF 1 20A 600V ws 29M6909 29.36 
Cartridge Fuse Holder, Quick Connect, 13/32” x 1-1/2”, Screw Knob, Punched Mounting 
BK/HPM 1 20A 600V eo 94F6452 72.49 
Cartridge Fuse Holder, Screw, 13/32” x 1.5/16”, Screw Knob, Flange Mounting 
> CONTINUED > 


1.800.463.9275 © newark.com 


elementiu 733 


FUSES, RESETTABLE PTCS & GDTS 


FUSE BLOCKS, HOLDERS & CLIPS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


WICKMANN PANEL MOUNT FUSE HOLDERS FOR 
5x20mm SHOCK-SAFE FUSES 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


RoHS _ 
Compliant 
Available 


@ IEC 60127-6, UL 512, CSA C22.2. No.39 
standards 
@ VDE, SEMKO, UL recognized, CSA approvals 


© SEV approval (850 series) 
@ 250V voltage rating 


Voltage Voltage Price Each 
No. of Rating Rating Lael 

Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 
Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, 6.3mm x 32mm, Holder, Panel Mount, 
Shocksafe 
@ 80000000005 1 16A 250V 250V 02P0347 2 
Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Cap, Panel Mount, Shocksafe 
@ 85500001009 1 10A 250V 250V 67K2344 3.37 
@ 82000000005 1 16A 250V 250V 02P0354 3.08 
Cartridge Fuse Holder, Quick Connect, Cap, Panel Mount, Finger Grip 
@ 83700000005 1 16A 250V 250V 52M9922 3.58 
Cartridge Fuse Holder, Quick Connect, Cap, Panel Mount, Flush Mount 
@ 83500000005 1 16A 250V 250V 87K6784 1.47 
Cartridge Fuse Holder, Solder Lug, 5mm x 20mm, Holder, Panel Mount, Shocksafe 
@ 85000001009 1 10A 250V 250V 67K2340 1.96 
PIM_136316 


WICKMANN MINIATURE PCB MOUNT FUSE 
HOLDERS FOR 
5x20mm FUSES 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


WG 


Thru Hole 


© IEC 60127-6, CSA C22.2-39, UL 512 standards 
@ SEV, VDE UG, SEMKO, UL, CSA approvals 


@ 410A current rating 
@ 250V voltage rating 


Voltage Voltage Price Each 
No. of Rating Rating | aR all 
Mfg. Part No. Fuses Current VAC vbc Stock No. 1-9+ 
Cartridge Fuse Holder, Solder Lug, 5mm x 20mm, Surface Mount 
@ 65800001009 1 10A 250V 250V 67K2320 3.15 
Cartridge Fuse Holder, Solder Lug, 5mm x 20mm, Through Hole 
@ 65600001009 1 10A 250V 250V 67K2318 41.89 
Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ 
@ 66000001009 Cover, Opaque 67K2323 1.88 
@ 65900000009 Cover, Transparent 67K2322 1.51 
PIM_136314 


155 SERIES BAYONET KNOB IN-LINE TYPE FUSE 
HOLDERS FOR 3AG AND SFE FUSES 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


, RoHS 
=: yh Gee tinoiat 
= = Available 


Bayonet-knob holders for use at 32 volts or less with fuses rated up to 20A when proper spring installed. “A” 
suffix denotes 19” loop of red vinyl 14 AWG wire. 
Includes 15” loop of 14 AWG wire and 3 springs for 3AG and SFE type fuses. 


Voltage Voltage Price Each 
No. of Rating Rating 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 
Cartridge In Line Fuse Holder, Wire Leaded 
@ 015001452 1 20A 32V 32V 27F1071 2.76 


Cartridge In Line Fuse Holder, Wire Leaded, 1/4” x 1.1/4”, 6.3mm x 32mm, SFE 20 Fuse 
Installed 


@ 01550020ZXA 1 20A 32V 32V 67K1434 4.51 
Cartridge In Line Fuse Holder, Wire Leaded, 1/4” x 1-1/16” 
@ 01550014ZXU 1 20A 32V 32V 67K1433 1.38 
Cartridge In Line Fuse Holder, Wire Leaded, 1/4” x 3/4” 
@ 01550006ZXU 1 20A 32V 32V 1254032 1.38 
Cartridge In Line Fuse Holder, Wire Leaded, 1/4” x 3/4”, SFE 6 Fuse Installed 
@ 01550006ZXA 1 20A 32V 32V 03B761 2.69 

> CONTINUED > 
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155 SERIES BAYONET KNOB IN-LINE TYPE FUSE HOLDERS FOR 3AG AND 
SFE FUSES (CONT.) 


Voltage Voltage Price Each 
No. of Rating Rating fart 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 
Cartridge In Line Fuse Holder, Wire Leaded, 1/4” x 5/8” 
@ 155004U 1 20A 32V 32V 1234031 2.23 
Cartridge In Line Fuse Holder, Wire Leaded, 1/4” x 5/8”, SFE 4 Fuse Installed 
@ 01550004ZXA 1 20A 32V 32V 03B760 2.69 
Cartridge In Line Fuse Holder, Wire Leaded, 1/4” x 7/8” 
@ 01550009ZXU 1 20A 32V 32V 67K1432 1.38 
PIM_9204 


IN-LINE TYPE FUSE HOLDERS FOR 3AG-SFE 
FUSES 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


RoHS _ 
Compliant 
Available 


For use at 32V or less with fuses rated to 20A. Assembled fuseholders include fuse (except for mfg. part no. 
01500215Z) and 19” loop of #14 AWG red vinyl insulated wire (except for mfg. part no. 01550100Z which 
comes with an 8” loop of wire) . Unassembled fuseholders are do not include fuse or wire; order 3AG fuse and 
#14 AWG wire separately. 


Voltage Voltage Price Each 
No. of Rating Rating 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 

Cartridge Fuse Holder, Wire Leaded, 1/4” x 1.1/4”, 6.3mm x 32mm 
@ 01500322H 1 15A 500V 500V 72K6881 7.65 
@ 01550120ZXU 1 20A 32V 32V 67K1437 0.61 
Cartridge In Line Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm 
@ 01550100Z 1 20A 32V 32V 70B9326 3.46 
Cartridge In Line Fuse Holder, Wire Leaded, 1/4” x 1.1/4”, 6.3mm x 32mm, Assembled, SFE 20 
Fuse Installed 
@ 01550120ZXA 1 20A 32V 32V 67K1436 449 
PIM_9227 


BLOWN-FUSE INDICATING PANEL MOUNT FUSE 
HOLDERS FOR 3AG FUSES 


F/4 Littelfuse 


Expertise Applied | Answers Delivered 


RoHS _ 
Compliant 
Available 


Panel mount fuse holders with blown-fuse indicator lamp and bayonet-style bar knob. Rated 20A up to 250V. 
Panel thickness to 0.250” (6.35mm). Includes hardware. UL recognized, CSA certified. 


Voltage Voltage Price Each 
No. of Rating Rating arc) 
Mfg. Part No. Fuses Current VAC vbc Stock No. 1-4+ 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Incandescent Lamp, 
Amber Lens 


@ 03440024H 1 15A 28V 28V 27F783 29.03 

Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Neon Lamp, Clear Lens 

@ 03440250H 1 15A 250V 250V 27F785 17.54 

@ 03440125H 1 20A 125V | 125V 27F784 25.32 
PIM_9207 


PANEL MOUNT 3AG FUSE HOLDERS 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


RoHS _ 

Compliant 

Available 
Wig 


Straight Mount Right Angle Mount 


> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


PANEL MOUNT 3AG FUSE HOLDERS (CONT.) 
3AG fuse holders rated 20A up to 250V. Fluted or knurled knobs. Include neoprene washer and metal hex nut. 
Panel thickness to 0.250”. UL recognized, CSA certified. 


Voltage Voltage Price Each 
No. of Rating Rating 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Right Angle, Fluted 
Knob, 1/4 Tab 


@ 03420828H 1 20A 250V 250V 68K1109 5.23 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Right Angle, Fluted 
Knob, 3/16 Tab 


@ 03420028H 1 20A 250V 250V 69K7601 3.15 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Right Angle, Knurled 
Knob, 1/4 Tab 


@ 03420848H 1 | 20A 250V 250V 67K0267 5.61 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Right Angle, Knurled 
Knob, 3/16 Tab 


@ 03420048H 1 | 20A 250V 250V 67K0266 O28 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Straight, Fluted Knob 
@ 03420838H 1 20A 250V 250V 27F795 5.33 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Straight, Knurled Knob, 
114 Tab 


@ 03420858H 1 20A 250V 250V 27F797 5.33 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Straight, Knurled Knob, 
3/16 Tab 


@ 03420058H 1 20A 250V 250V 28F153 4.98 


Cartridge Fuse Holder, Solder Lug, 1/4” x 1.1/4”, 6.3mm x 32mm, One Straight and One Right 
Angle Terminal 


@ 03420001H 1 20A 250V 250V 27F752 ue 
Cartridge Fuse Holder, Solder Lug, 1/4” x 1.1/4”, 6.3mm x 32mm, Right Angle, Fluted Knob 
@ 03420004H 1 | 20A 250V 250V 67K0263 4.75 


Cartridge Fuse Holder, Solder Lug, 1/4” x 1.1/4”, 6.3mm x 32mm, Right Angle, Fluted Knob, 
Drip Proof 


FUSES, RESETTABLE PTCS & GDTS 
FUSE BLOCKS, HOLDERS & CLIPS 


INTERNATIONAL : 
SHOCKSAFE PANEL QB AM, Seer wid Littelfuse 
MOUNT TYPE FUSE Expertise Applied | Answers Delivered 
HOLDERS 

aucnienie Fig. 2 Fig. 4 Fig. 3 


Rear Mount 
Fingergrip Knob 


Low-Profile 
Screwdriver Slot Knob 


Fingergrip Knob High-Profile 


Screwdriver Slot Knob 
Shock-safe design eliminates the possibility of electrical shock, per IEC Standards 65 and 257. Universal fuse 
holder body accepts 3AG, 2AG, and 5 x 20mm fuse sizes depending on knob selected. Choice of three terminal 
styles: dual purpose 3/16” solder/quick-connect, 3/16” NEMA quick-connect, and 1/4” NEMA/DIN quick-connect. 
Go online or call for drip-proof option available on screwdriver slot knob style, straightback terminal style, and 
2AG fuse holders. UL recognized, CSA certified, VDE approved, SEMKO approved. 


Voltage Voltage Price Each 
No. of Rating Rating 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, 6.3mm x 32mm, 3AG, High Profile Body, 
Screwdriver Slot Knob, 1/4” Right Angle Terminals 


@ 03453HS7H 1 20A 250V 250V 67K0270 5.87 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, 6.3mm x 32mm, 3AG, High Profile Body, 
Screwdriver Slot Knob, 3/16” Right Angle Dual Purpose Terminals 
@ 03453HS1H 1 20A 250V 250V 67K0269 3.43 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, 6.3mm x 32mm, 3AG, High Profile Body, 
Screwdriver Slot Knob, 3/16” Right Angle Terminals 
@ 03453HS3H 1 20A 250V 250V 90F9143 3.09 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, 6.3mm x 32mm, 3AG, Low Profile Body, 
Black Fingergrip Knob, 1/4” Right Angle Terminals 
@ 03453LF7H 1 20A 250V 250V 67K0273 5.55 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, 6.3mm x 32mm, 3AG, Low Profile Body, 
Black Fingergrip Knob, 3/16” Right Angle Dual Purpose Terminals 


@ 03420004HXP 1 20A 250V 250V 67K0264 3.06 = 

Cartridge Fuse Holder, Solder | 1/4” x 1.1/4”, 6.3mm x 32mm, Right Angle, Knurled Knob be Defeat i AZNOIO : _ ZN ene eOG0z18 ee 
@ 03420022H 1 [20a 250V 250V 67K0265 4.66 dicen ik : a ay Stee __ Sas 
Cartridge Fuse Holder, Solder Lug, 1/4” x 1.1/4”, 6.3mm x 32mm, Straight, Fluted Knob Beck acer faerie Right Arle Se Seta 6.3mm x 32mm, 3AG, Low Profile Body, 
© 03420014x 1 20A 250V 250V AES 9.66 © 03453LF3H 1 20A 250V 250V 67K0272 2.90 
© 03420014H 1 20A 250V 250V 27F668 4.43 Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, 6.3mm x 32mm, 3AG, Low Profile Body, 
Cartridge Fuse Holder, Solder Lug, 1/4” x 1.1/4”, 6.3mm x 32mm, Straight, Knurled Knob Black Fingergrip Knob, 3/46” Straight Dual Purpose Terminals 

@ 03420012H 1 | 20A 250V 250V 67K1754 4.43 @ 03453LF2ZX010 1 20A 250V 250V 65H5821 1.22 
Cartridge Fuse Holder, Solder Lug, 1/4” x 1.1/4”, 6.3mm x 32mm, Straight, Watertight Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, 6.3mm x 32mm, 3AG, Low Profile Body, 
@ 03420006Z 1 20A 250V 250V 67K1753 23.50 Screwdriver Slot Knob, 1/4” Right Angle Terminals 

PIM_9203 @ 03453LS7H 1 20A 250V 250V 67K0275 6.04 


LOW PROFILE SNAP MOUNT FUSE ie gd FOR 
3AG FUSES 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


RoHS _ 
Compliant 
Available 


Low-profile fuse holders snap into panels 0.031-0.125” (0.787-3.175) thick. Tin-plated brass, quick connect/ 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, 6.3mm x 32mm, 3AG, Low Profile Body, 
Screwdriver Slot Knob, 3/16” Right Angle Dual Purpose Terminals 


@ 03453LS1H 1 20A 250V 250V 67K0274 5.99 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, 6.3mm x 32mm, 3AG, Rear Mount Body, 
Black Fingergrip Knob 
@ 03453RF2H 1 20A 250V 250V 94B6815 4.01 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, 6.3mm x 32mm, 3AG, Rear Mount Body, 
Black Fingergrip Knob, 1/4” Right Angle Terminals 
@ 03453RF7H 1 20A 250V 250V 67K0277 3.99 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, 6.3mm x 32mm, 3AG, Rear Mount Body, 
Black Fingergrip Knob, 3/16” Right Angle Dual Purpose Terminals 
@ 03453RF1H 1 20A 250V 250V 


67K0276 6.65 


solder terminals. Rated 15A to 250V. Order bezel caps separately below. Cartridge Fuse Holder, Quick Connect, 114” x 1-1) ”, 6.3mm x 32mm, 3AG, Rear Mount Body, 
Voltage Voltage Pricelenchh Black Fingergrip Knob, 3/16” Right Angle Terminals 
No. of Rating Rating @ 03453RF3H 1 20A 250V 250V 90F9490 3.57 
Mfg. Part No. Fuses Current VAC voc Stock No. 1-94 Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, High Profile Body, Screwdriver Slot 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, 1/4" Terminals, Knob 
@ 03480870Z 1 15A 250V 250V 28F166 2.46 @ 03455HS2H 1 10A 250V 250V 02B7688 5.76 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, 3/6" Terminals, Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Low Profile Body, Black Fingergrip 
© 034806702 1 15A 250V 250V 28F163 3.20 Knob, 1/4” Right Angle Terminals 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, 3/16" Terminals, Black 
Bezel Cap 


@ 03480677Z 1 15A 250V 250V 67K1757 8.34 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, 3/16" Terminals, Red 
Bezel Cap 


@ 03480671Z 1 15A 250V 250V 12J4392 2.91 
PIM_9206 

Bezels 

Price Each 
Mfg. Part No. Description Stock No. 1-9+ 

@ 03480007Z Black Cap 28F169 0.83 
@ 03480001Z Red Cap 28F167 0.81 
@ 034800052 White Cap 28F168 ey) 
PIM_5512222 


1.800.463.9275 © newark.com 


@ 03455LF7H 1 10A 250V 250V 67K0279 3.56 
Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Low Profile Body, Black Fingergrip 

Knob, 1/4” Straight Terminals 
@ 03455LF8H 1 10A 250V 250V 02B7694 5.91 


Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Low Profile Body, Black Fingergrip 
Knob, 3/16” Right Angle Dual Purpose Terminals 


@ 03455LF1H 1 10A 250V 250V 67K0278 5.84 
Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Low Profile Body, Screwdriver Slot 

Knob, 1/4” Right Angle Terminals 
@ 03455LS7H 1 10A 250V 250V 67K0281 3.62 
Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Low Profile Body, Screwdriver Slot 

Knob, 1/4” Straight Terminals 
@ 03455LS8H 1 10A 250V 250V 02B7700 3.62 


Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Low Profile Body, Screwdriver Slot 
Knob, 3/16” Right Angle Dual Purpose Terminals 


@ 03455LS1H 1 10A 250V 250V 
PIM_9306 


67K0280 5.95 
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FUSES, RESETTABLE PTCS & GDTS 


FUSE BLOCKS, HOLDERS & CLIPS 


WICKMANN MINIATURE PCB MOUNT FUSE 
HOLDERS FOR 5x20mm FUSES 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


RoHS 
Compliant 
Available 


@ Through hole mounting 
© 3mm PCB thickness 


© 6.3A current rating 
@ 250V voltage rating 
© 0.5 x 1.2mm solder pins 


Voltage Voltage Price Each 
No. of Rating Rating 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 
Cartridge Fuse Holder, Solder Lug, 5mm x 20mm 
@ 64600001003 1 6.3A 250V 250V 67K2308 1.05 
PIM_136311 


PUSH-ON RETAINING NUT CHASSIS MOUNT AND 
VERTICAL/HORIZONTAL PC BOARD MOUNT FUSE 
HOLDERS 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


WICKMANN PCB MOUNT FUSE HOLDERS FOR 5x20mm SHOCK-SAFE 
FUSES (CONT.) 


Voltage Voltage Price Each 
No. of Rating Rating 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 
Cartridge Fuse Holder, Solder Lug, 5mm x 20mm, 6.3mm x 32mm 
@ 81100000005 1 16A 250V 250V 02P0350 3.35 
Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ 
@ 81600000005 Cap, Panel Mount, Shocksafe 02P0352 2.88 
PIM_136317 


L600 MIDGET FUSE BLOCKS 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


RoHS 
Compliant 
Available 


Compact, 600V fuse blocks for 13/32 x 1-1/2" midget fuses. Locking blocks together permits any number of 
¢ LO poles. Box lug terminals rated 30A. Quick connect terminals rated 20A. Dielectric strength: 1200V minimum. 
Clip/terminals: tin-plated copper alloy. UL94V0 rated thermoplastic base. Type numbers with C suffix have 
Ny copper box lug terminals; SQ suffix have screw/quick connect terminals. 
ai ; Voltage Voltage Price Each 
Horizontal No. of Rating Rating 
45" REF Mfg. Part No. Fuses Current VAC vbc Stock No. 1-9+ 
= 39" REF Cartridge Fuse Holder, Quick Connect, Screw 
= @ L60030M1SQ 1 30A 600V 600V 18M9175 10.54 
@ L60030M2SQ 2 30A 600V 600V 18M9177 16.93 
eta} = @ 160030M3SQ 3 30A 600V 600V 1em9179 | 22.84 
Sacer 208" PLUGS Hotes MOUNTING HOLE Cartridge Fuse Holder, Screw 
_— T @) a al _ @ L60030M1C 1 30A 600V 600V 18M9174 13.32 
S35 i " @ L60030M2C 2 30A 600V 600V 18M9176 34.17 
Horizontal Mt. 60 @ L60030M3C 3 30A 600V 600V 18M9178 51.28 
Dimensions Chassis Mt. 
Dimensions PIM_9185 


Circuit Board 
Mounting 


RoHS — 
k Compliant 
Detail = “705 050" DIA. Available 
HL. Wi 


PC BOARD AND RIVET/EYELET MOUNT FUSE 
CLIPS 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


Vertical Mt. a 
Dimensions a 

All accept Littelfuse MICRO™ fuses and Pico II® fuses with .025” diameter leads. Rated 5A at 125V maximum. 

Mfg. part no. 281001 chassis mount fuse holder features molded black thermoset body and push-on retaining — 

nut. All others are PC board mount holders with white thermoplastic body. ) 

Voltage Voltage Price Each C 
No. of Rating Rating 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ Fig. 4 

PCB Fuse Holder, Pin, MICRO, PICO Il, Chassis Mounting, Silver Plated RoHS _ 
@ 02810001H 1 5A 125V | 125V 67K1684 2.12 Getinpiat 
PCB Fuse Holder, Pin, MICRO, PICO Il, Horizontal Mounting, Silver Plated AL 

@ 02810007H 1 5A 125V | 125V 67K1686 3.09 

PCB Fuse Holder, Pin, MICRO, PICO Il, Horizontal Mounting, Tin Plated 

@ 02810010H 1 5A 125V 125V 95F832 1.98 J 

PCB Fuse Holder, Pin, MICRO, PICO Il, Vertical Mounting, Silver Plated Fig. 5 

@ 02810005H 1 5A 125V 125V 67K1685 1.86 Voltage Voltage Price Each 

j A A 7 No. of Rating Rating 
mee ree ee Pin, MER feet ae TinFiaes EE j Mfg. Part No. Fuses Current VAC vbpc Stock No. 1-9+ 
£2 Cartridge Fuse Clip, Pin, 1/4” x 5/8” to 1/4” x 1-7/16”, Through Hole, Bowed Tab, Spring 
PIM_9179 Brass, Tin Plated, Fig. 4 
@ 01020078H 1 15A 250V 250V 20F606 0.33 
WICKMANN PCB MOUNT FUSE RoHS a ‘ Cartridge Fuse Clip, Pin, 1/4” x 5/8” to 1/4” x 1-7/16”, Through Hole, Spring Brass, Tin Plated, 
eB eree Littelfuse Fig. 4 
HOLDERS FOR 5x20mm SHOCK-SAFE Available B 
FUSES Expertise Applied | Answers Delivered © 010200742 i 15A 250V 250V 81R0344 0.13 


© IEC 60127-6, UL 512, CSA C22.2. No.39 standards 
@ VDE, SEMKO, UL recognized, CSA approvals 
@ 250V voltage rating 


Price Each 
No. of 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 

Cartridge Fuse Holder, Quick Connect, Cap, Panel Mount, Flush Mount 
@ 83500000005 1 16A 250V 250V 87K6784 1.47 
Cartridge Fuse Holder, Solder Lug, 5mm x 20mm 
@ 83000000005 1 16A 250V 250V 27M3144 3.05 
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Cartridge Fuse Clip, Pin, 1/4” x 5/8” to 1/4” x 1-7/16”, Through Hole, Spring Brass, Tin Plated, 
Fuse Stops, Fig. 4 


@ 01020071Z 1 15A 250V 250V 74R6921 0.27 
Cartridge Fuse Clip, Pin, 13/32” 

@ 01250003H 1 20A 250V 250V 11J3077 3.74 
Cartridge Fuse Clip, Pin, 5mm, Through Hole, Phosphor Bronze, Tin Plated, Fuse Stops 

@ 01110005MR 1 10A 250V 250V 97B4067 0.38 


Cartridge Fuse Clip, Pin, 5mm x 15mm, 5mm x 20mm, Through Hole, Spring Brass, Tin 
Plated, Fuse Stops, Fig. 5 


@ 01110501Z 1 10A 250V 250V 69R7705 0.08 


Cartridge Fuse Clip, Pin, 5mm x 20mm, 5mm x 25mm, 5mm x 30mm, Through Hole, Spring 
Brass, Tin Plated, Fuse Stops, Fig. 1 


@ 010000562 1 10A 250V 250V 


81R0341 0.42 
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PC BOARD AND RIVET/EYELET MOUNT FUSE CLIPS (CONT.) 


FUSES, RESETTABLE PTCS & GDTS 


FUSE BLOCKS, HOLDERS & CLIPS 


OMNI-BLOK® FUSE BLOCKS (CONT.) 


Voltage Voltage Price Each Voltage Voltage Price Each 
No. of Rating Rating No. of Rating Rating 
Mfg. Part No. Fuses Current VAC vbCc Stock No. 1-9+ Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 
ee. ae Clip, Quick Connect, 13/32”, Through Hole, Spring Brass, Tin Plated, Fuse cg Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Grey, 1/4 Tab, NEMA 
ops, Fig. le 
@ 01050003H 1 15A 250V 250V 1137046 0.52 @ 03540901ZXGY 1 30A 300V 300V 67K1783 5.31 
Cartridge Fuse Clip, Solder Lug, 13/16”, Rivet / Eyelet, Phosphor, Nickel, Fig. 2 @ 03540902ZXGY 2 30A 300V 300V 94H7141 2.83 
@ 01090002H | 1 | 30A 600V 600V 02B7243 2.79 @ 03540912ZXGY 12 30A 300V 300V 67K1784 46.39 
Cartridge Fuse Clip, Through Hole, 1/4” x 5/8” to 1/4” x 1-7/16”, Through Hole, Beryllium Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Grey, 3/16 Tab, NEMA 
Copper, Tin Plated, Fuse Stops, Fig. 4 Style 
@ 01220088Z | 1 | 30A 250V 250V 81R0348 0.85 @ 03540601ZXGY 1 20A 300V 300V 67K1780 1.45 
PIM_9304 @ 03540612ZXGY 12 20A 300V 300V 67K1781 13.82 
Cartridge Fuse Holder, Quick Connect, 5mm x 15mm 
WICKMANN SUBMINIATURE PCB MOUNT FUSE ° sw neeit20e2 = SOV | S00V (RRS 
HOLDERS FOR TE5® AND TR5® FUSES wid Littelfuse Cartridge Fuse Holder, Quick Connect, 5mm x 20mm 
Expertise Applied | Answers Delivered  _@ 05200003Z 1 10A 300V 300V 67K2290 1.83 
RoHS _ Cartridge Fuse Holder, Solder Lug, 1/4” x 1.1/4”, 6.3mm x 32mm, Grey 
f Gesinpian © 03540001ZXGY 1 30A 300V 300V 67K1758 1.48 
y ij @ 03540002ZXGY 2 30A 300V 300V 67K1759 2.84 
VA @ 03540012ZXGY 12 30A 300V 300V 67K1761 13.82 
f Cartridge Fuse Holder, Solder Lug, 5mm x 15mm 
@ 02540001Z 1 10A 300V 300V 67K1658 1.07 
Cartridge Fuse Holder, Solder Lug, 5mm x 20mm 
@ 052000042 1 10A 300V 300V 67K7448 1.07 
PIM_9307 


© 6.3A current rating 
@ 250V voltage rating 
@ 5.08mm lead pitch 


@ Thermomplastic body 
© Copper alloy solderable tinned leads 


Voltage Voltage Price Each 
No. of Rating Rating 
Mfg. Part No. Fuses Current VAC vbCc Stock No. 1-9+ 

PCB Fuse Holder, Solder Lug, TE5, TR5, Surface Mount, Black, 4.47mm High 

@ 56400001009 1 | 6.3A 250V 250V 67K2297 2.06 
PCB Fuse Holder, Solder Lug, TE5, TR5, Through Hole, Black, 4.44mm High 

@ 56200001009 1 | 6.3A 250V 250V 67K2295 1.64 
PCB Fuse Holder, Solder Lug, TE5, TR5, Through Hole, White, 3.00mm High 

@ 56000001319 1 | 6.3A 250V 250V 12M6117 0.60 
PCB Fuse Holder, Solder Lug, TE5, TR5, Through Hole, White, 4.30mm High 

@ 56000001009 1 6.3A 250V 250V 15P8392 0.31 

PIM_136309 


OMNI-BLOK® FUSE BLOCKS 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


RoHS — 

Compliant 

Available 
WE 


06” Dia. (2) 
PC Board Type 
(Single-Pole Units Only) 
1-piece clip/terminal provides low contact resistance. Multiple-pole units may be broken to desired number 
of poles. Dielectric strength: 1500V minimum. Glass reinforced, thermoplastic base, rated UL 94V0. UL 
recognized, CSA certified to 300V. 


Voltage Voltage Price Each 
No. of Rating Rating 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 
Cartridge Fuse Holder, Pin, 1/4” x 1.1/4”, 6.3mm x 32mm, Grey 
@ 03540101ZXGY 1 15A 300V 300V 67K1768 0.88 
Cartridge Fuse Holder, Pin, 5mm x 20mm 
@ 05200101Z 1 10A 300V 300V 69K7674 Wwe 


Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Black, 3/16 Tab, NEMA 
Style 


@ 03540621ZXBL 1 20A 300V 300V 1234408 0.55 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Grey, 1/4 Tab 
@ 03540801ZXGY fl 20A 300V 300V 67K1782 1.48 
@ 03540802ZXGY 2 20A 300V 300V 67K7446 2.84 
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MINI® FUSE PC BOARD FUSE HOLDERS 


P/4 Littelfuse 


Expertise Applied | Answers Delivered 


RoHS — 

Compliant 

Available 
WE 


Stackable Vertical Mount 
PC board holders for MINI® Fuse 32V blade-type auto fuses. UL recognized (15A), CSA certified (10A). 


Mfg. Part No. 
01530007Z 
01530008Z 
01530009Z 
Voltage Voltage Price Each 
No. of Rating Rating 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 
Automotive Blade Fuse Holder, Pin, Mini Blade, APM, ATM, Horizontal Mounting 
@ 01530007Z 1 15A 32V 32V 67K1420 2.65 


Automotive Blade Fuse Holder, Pin, Mini Blade, APM, ATM, Vertical Mounting, Single / 
Stackable (End) 


@ 01530008Z 1 15A 32V 32V 67K1421 441 
Automotive Blade Fuse Holder, Pin, Mini Blade, APM, ATM, Vertical Stackable 
@ 01530009Z 1 15A 32V 32V 67K1422 2.65 
PIM_9259 
MCHT SERIES FUSEHOLDERS na 
| MCHTC-50M nee 
RoHS 
MCHTC-100M MCHTC-15M Ge sinpian 
‘ Available 
MCHTC-35M 
| 
fi 
R 
MCHTC-30M 
Voltage Voltage Price Each 
No. of Rating Rating 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-249+ 


Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Finger Release, Screw Cap with 
Screwdriver Slot 


@ CFHOS 1 6.3A 250V 250V 


74M3024 2.53 
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FUSES, RESETTABLE PTCS & GDTS 
FUSE BLOCKS, HOLDERS & CLIPS 


MCHT SERIES FUSEHOLDERS (CONT.) 


@ Indicates RoHS Compliant 


PCB MOUNT FUSE CLIPS (CONT.) 


| Find Datasheets Online 


Voltage Voltage Price Each Price per 
No. of Rating Rating No. of Pkg. 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-249+ Mfg. Part No. Fuses Current Stock No. 1-249+ 
Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Nylon, Screwdriver Release, Bayonet Cartridge Fuse Clip, Pin, 5mm 
Cap _— 
1 6.3A 02E2531 
@ CFH12 1 10A 250V = 74M3026 5.36 bd HIGEIOM ; - 2 HeOSI0 
Sr SLPS TT ST SS TSS SPST Cartridge Fuse Clip, Through Hole, 1/4” / 6.35mm 
Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Nylon, Screwdriver Release, Screw Cap 
@ CFH04 1 6.3A 250V 74M3025 SINEEO-205S L es siTe28s OS 
Sn aeea - S07 Cartridge Fuse Clip, Through Hole, 5mm 
Zs @ MCCQ-05CT | 1 10A 3178241 0.22 
PIM_116476 
1/4” FUSE HOLDERS rit 
munticom . s 
: P  PcrusecursAND FAY go. KEYSTONE 
RoHS HOLDERS Available FLECTRONICS CORP 
Getinoian 
Available 


Accept 1/4 x 1-1/4” fuses with bayonet-type knobs in panels to 0.313” (7.95) thick. Rated 30A/250V, except (*) 
15A/250V. UL recognized, CSA certified. Sold individually. 
Voltage Price Each 
No. of Rating ~ 
Mfg. Part No. Fuses Current VAC Stock No. 1-49+ > 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, Low Profile 
@ MCHKP-HH-RH 1 15A 250V 17M6445 20.66 
@ MCHKP-RH 1 30A 250V 17M6446 16.85 
Cartridge Fuse Holder, Solder Lug, 1/4” x 1-1/4” 
MCHKP-HH 1 15A 250V 92N5192 = Voltage Price Each 
MCHKP. 1 30A 250V 92N5191 10.58 No. of Rating 
Pidsieee Mfg. Part No. Fuses Current VAC Stock No. i+ 
= Automotive Blade Fuse Clip, Surface Mount, ATC, ATO, MINI 
@ 3586 1 20A 500V 2475057 0.16 
FUSE HOLDERS Hi Automotive Blade Fuse Clip, Surface Mount, ATC, ATO, MINI, Tape Cut 
mu Iicomp @ 3586TR 1 20A 500V 2475058 0.60 
= Rois i Automotive Blade Fuse Clip, Surface Mount, ATM, MINI 
COs © 3569 1 15A 500V 2475055 046 
\ Automotive Blade Fuse Clip, Surface Mount, ATM, MINI, Tape Cut 
o 
Ww G @ 3569TR 1 15A 500V 2475056 0.76 
Automotive Blade Fuse Clip, Through Hole, 0.11” x 0.032”, 2.8mm x 0.8mm 
Ml lype © 3544 1 30A 500V 62W5057 0.26 
221 Type 441 Type Automotive Blade Fuse Clip, Through Hole, 0.11” x 0.032”, 2.8mm x 0.8mm, Horizontal Fuse 
Designed to international specifications per IEC 257 and accept 1/4 x 1-1/4” fuses. All models are panel Entry 
mountable. UL recognized, CSA certified, VDE and SEMKO approved. Sold individually. @ 3549 1 30A 500V 2079637 0.30 
Voltage Price Each Automotive Blade Fuse Clip, Through Hole, 0.205” x 0.025”, 5.2mm x 0.64mm 
‘aan - of ee ae unin at @ 3522-2 1 bs 500V 95F3327 0.34 
ag. Fan. we wren’ __] : oe : Automotive Blade Fuse Clip, Through Hole, ATC, ATO, MINI 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1-1/4”, Low Profile 
@ MCHKP-HH-RH 1 15A 250V 17M6445 SSS5F : ls a” zane urs 
e ica 1 30a O50V 47M6446 2066 Automotive Blade Fuse Holder, Surface Mount, ATC, ATM-LP, ATO 
Cariskige Fuse Holder SoWder Lug a x4 see © 3587 1 20A 500V 2475059 132 
a a eee < ug, us atk ov FEVER Automotive Blade Fuse Holder, Surface Mount, ATC, ATM-LP, ATO, Tape Cut 
= mae © 35871R 1 20A 500V 2475060 156 
MCHKP-HH 1 15A 250V 92N5192 eas ~ 
NCHKE , 30 250V cONETaT Automotive Blade Fuse Holder, Surface Mount, ATM, MINI 
Cartridge Fuse Holder, Solder Lug, 1/4” x 1-1/4”, Low Profile, Fig. 4 = a ! = al ee Oz 
SIEGE HU SE eh SOL EMS: Rte ew ETON Ta: Automotive Blade Fuse Holder, Surface Mount, ATM, MINI, Tape Cut 
@ MCHTB-28I-RH 1 10A 250V 17M6449 — 
@ 3588TR 1 20A 500V 2475062 1.54 
@ MCHTB-22I-RH 1 10A 250V 17M6448 = 7 
Cartridge Fuse Holder Solder Lug 1/4” x 1-1/4", Low Profile, Fig.2 Automotive Blade Fuse Holder, Through Hole 
ier a = = “t * TT mii “25 i: 17M6452 2 ! 0h ay SAEeS 0:28 
ardae - Holder Solder Lug. 4/47 7-1/4" Low Prone Fig 3 = Automotive Blade Fuse Holder, Through Hole, 0.11” x 0.032”, 2.8mm x 0.8mm 
eich Sai ae =] on . TT ii “Sa = 17M6450 S88 ; an ano zeNaAS 0:96 
‘ SiCuTEEaA 7 ; a pan TTMGaRT 125 Automotive Blade Fuse Holder, Through Hole, ATC, ATO, MINI 
————— - HO @ 3557-2 1 20A 500V 22M2712 1.20 
Cartridge Fuse Holder, Solder Lug, 13/32” x 1-1/2”, 10.3mm x 38.1mm, Low Profile : 3 
Cartridge Fuse Clip, Through Hole, 5mm 
@ MCHPS-RH 1 30A 600V 17M6447 5.03 © 3521 1 10A 95F3329 0.20 
cee re — — Crimp, 14" x 4.114", 6.3mm x 32mm eaaaG Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm 
I ES O65) @ 4243 1 15A 500V 2818539 343 
ronnea me ruse ne “ EPS SN Pm $3750 Cartridge Fuse Holder, Through Hole, 5mm x 20mm, Fully Insulated 
eal6 © 4525 1 10A 250V 22M2845 2.20 
PIM_16638 Cartridge Fuse Holder, Through Hole, 5mm x 20mm, Low Profile 
@ 4527 1 5A 250V 62W5109 0.70 
PCB MOUNT FUSE CLIPS @ Cartridge Fuse Holder, Through Hole, 5mm x 20mm, Slim Line 
: ] multicomp @ 4628 1 5A 250V 62W5120 0.71 
ey one Cartridge Fuse Holder, Through Hole, 5mm x 20mm, Snap-In 
Z ‘ Gee tinpian @ 3527 1 6.3A 250V 62W5055 1.51 
g all 
% { PCB Fuse Holder, Through Hole, 0.158” x 0.335”, 4mm x 8.5mm 
Hot tin dipped, hard brass fuse clips. Each clip has two mounting lugs suitable for 0.1” matrix board use. Current @ 3552 1 5A 250V 22M2706 0.88 
rating dependent on track size of PC board. Sold in packages of 200. 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


PC FUSE CLIPS AND HOLDERS (CONT.) 


FUSES, RESETTABLE PTCS & GDTS 
FUSE BLOCKS, HOLDERS & CLIPS 


OPEN-DESIGN FUSE CLIPS/BLOCKS (CONT.) 


Price Each Price Each 
Mfg. Part No. Description Stock No. 1-1-99+ Mfg. Part No. Description Stock No. 1-1-9+ 
@ 4245C Fuse Cover, Mfg. Part No. 4245 97H7571 a @ 0853.0571 Reflow Cover, Block 3203887 0.39 
@ 4527C Fuse Cover, Mfg. Part No. 4527 62W5110 0.34 @ 0853.0551 Transparent Cover, Block 90B9824 0.47 
PIM_36072 @ 0853.9561 Transparent Cover, Clip 1804063 0.42 
PIM_2398 
FUSE CLIPS 


A) @ KEYSTONE 


3518P 3532 


Printed circuit types are available in snap-fit and press-fit for wave soldering. Rated 15A. Available with 
orientation tabs and end stops. Constructed of tin-plated brass. UL recognized. Mfg. part no. 3513 is snap-in 
clip style. Mfg. part no. 3532 is same as mfg. part no. 3531 without mounting ears. 


No. of Price Each 
Mfg. Part No. Fuses Current Stock No. 1-49+ 
Cartridge Fuse Clip, Screw, 1/4” x 5/8”, 1/4” x 1-1/4”, 1/4” x 7/8”, 1/4” x 1”, 6.3mm x 32mm 
@ 3532 1 15A 74R7986 0.22 
ue Fuse Clip, Through Hole, 1/4” x 5/8”, 1/4” x 1-1/4”, 1/4” x 7/8”, 1/4” x 1”, 6.3mm x 
mm 
@ 3530 1 15A 74R7984 0.40 


Cartridge Fuse Clip, Through Hole, 1/4” x 
32mm, Snap-In 


5/8”, 1/4” x 1-1/4”, 1/4” x 7/8”, 1/4” x 1”, 6.3mm x 


@ 3513 1 15A 74R7980 0.23 

Cartridge Fuse Clip, Through Hole, 5mm 

@ 3517 1 15A 74R7981 0.33 

@ 3518P 1 15A 95F3322 0.19 
PIM_9254 


OPEN-DESIGN FUSE CLIPS/BLOCKS E.SCHURTER 


ELECTRONIC COMPONENTS 


Fig. 4 


{ GeRim i 
: 7 ompliant 
Fg.2 Fig. Available 
WG 


Fig. 5 
Voltage Voltage Price Each 
No. of Rating Rating 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 


Cartridge Fuse Clip, Solder, 1/4” x 1-1/4”, 6.3mm x 32mm, 3AB, 3AG, 0, Tin Plated Beryllium 
Copper 


5 x 20 mm & 6.3 x 32 mm FUSE HOLDERS & El.SCHURTER 
CARRIERS ELECTRONIC COMPONENTS 


RoHS 
Gein pliant 
eo 


@ PCB mounting 127-6) 
© Fuse carrier type: slotted or fingergrip © Fuse carriers mate with fuse sockets to form a 
© Breaking capacity: 2.25W max. @ 25 deg C (IEC complete fuse holder 


Voltage Voltage Price Each 
No. of Rating Rating 
Mfg. Part No. Fuses Current VAC VDC Stock No. 1-9+ 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Fuse Carrier 
@ 0031.1613 1 10A 500V 600V 84K0229 3.65 
Cartridge Fuse Holder, Quick Connect, 1/4” x 1.1/4”, 6.3mm x 32mm, Slotted Cap 
@ 0031.1699 1 10A 250V 84K0232 2.80 


Cartridge Fuse Holder, Quick Connect, 1/5” x 4/5”, 1/4” x 1- 1a, 5mm x 20mm, 6.3mm x 
32mm, Slotted Cap 


@ 0031.1693 1 10A 250V sie 638598 1.83 
Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, 6.3mm x 32mm, Fuse Socket 

@ 0031.1694 1 10A 250V i 92B8549 1.57 
@ 0031.1631 1 10A 500V 600V 96B0421 3.91 
Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Fingergrip Cap 

@ 3101.0035 1 10A 250V 92F1945 3.02 
@ 3101.0015 1 10A 250V 84K0265 Soll 
Cartridge Fuse Holder, Quick Connect, 5mm x 20mm, Slotted Cap 

@ 3101.0110 1 10A 250V iis 92F1946 4.47 
@ 3101.0010 1 10A 250V ise 84K0264 3.31 

Price Each 
Mfg. Part No. Description StockNo. | 1-4-9+ 

@ 0031.1661 Fuse Carrier, 250V, 16A, 6.3 x 32mm, Slotted 7004953 1.00 
PIM_2400 


USB 2.0 AND USB 3.0 COORDINATED CIRCUIT 
PROTECTION DEVICES KIT 


Specifications: 

© Current Rating: 0.015A 

® Voltage Rating: 6V 
Applications: 

© Automotive systems 

© Computers and peripherals 
@ Industrial controls 

© Multimedia 


ZTE 


connectivity 


AUTHORIZED DISTRIBUTOR 


@ 8040.0001 1 32A 600V 600V §3R1228 0.52 
Cartridge Fuse Clip, Solder, 5mm x 20mm, Straight, Tin Plated Bronze Raychem Part No. Desciption 
@ 0751.0052 1 6.3A 250V 500V 96F8289 0.15 PESD0603-240 Polymer ESD Devices 
Cartridge Fuse Clip, Solder, Silver Plated Beryllium Copper SESD1103Q6UG-0020-090 Silicon ESD Devices 
@ 8040.0003 1 32A 600V 600V 53R1229 OBI SESD0802Q4UG-0020-090 
Cartridge Fuse Clip, Solder Lug, 5mm x 20mm, Bowed, Tin Plated Brass SESD0402Q2UG-0020-090 
@ 0751.0110 1 6.3A | 250V 600V 2407847 0.11 ZENO065V130A24LS PolyZen Devices 
Cartridge Fuse Clip, Through Hole, 5mm x 20mm, 6.3mm x 32mm, Bowed, Tin Plated Brass, ZEN059V130A24LS 
Fig. 4 MINISMDC200F-2 PolySwitch Resettable Devices 
© 0751.0100 1 10A 250V 600V 95B8510 0.53 ZENO56V130A24LS PolyZen Devices 
© 0751.0099 1 10A 250V 600V 88K2078 0.57 MINISMDC260F-2 PolySwitch Resettable Devices 
Cartridge Fuse Holder, Solder Lug, 5mm x 20mm, 6.3mm x 32mm, Bowed, 35.4mm Spacing, MINISMDC160F-2 
Fig. 4 NANOSMDC150F-2 
© 0031.8231 1 toa [| __250V 600V 92F1964 1.24 
Cartridge Fuse Holder, Solder Lug, 5mm x 20mm, Bowed, 22.5mm Spacing, Fig. 3 = 
@ 0031.8201 1 10A | 250V 500V 96F8317 0.64 ae tanicelEachy 
Cartridge Fuse Holder, Solder Lug, 5mm x 20mm, Bowed, 25mm Spacing, Fig. 3 Mig: Part No. —— Description - - SlockiNo: ee 
© 00318211 7 10A 250V BOOV 9689380 AG @ 2110861-1 Circuit Protection Devices Kit 45X6310 51.09 
Cartridge Fuse Holder, Solder Lug, 5mm x 20mm, Surface Mount PIM-2Ices3 
@ 0031.8221 1 410A 250V 500V 85F224 0.90 
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CIRCUIT-BREAKERS 


CIRCUIT BREAKER BOOTS/SEALS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


FLEXIBLE TRANSPARENT ENVIRONMENTAL Is. , P&B W33 THERMAL CIRCUIT BREAKERS (CONT.) 
SEALING BOOTS FOR (aa APM HEXSEAL Voltage Price Each 
CIRCUIT BREAKERS Af = A. No. of Rating Current 
a = RoHS Mfg. Part No. Poles VAC Rating Stock No. 1-9+ 
a Osa Panel, Amber Rocker 
4 page : @ W33-S4B1Q-5 2 250VAC 5A 93F6697 45.12 
A @ @ W33-S4B1Q-10 2 250VAC 10A 17M3351 42.43 
CT10 Series Front-Panel Mounted Circuit- @ W33-S4B10-15 2 250VAC ISA 93F6699 37.12 
Breaker Boots @ W33-S4B1Q-20 2 250VAC 20A 08H7137 25.54 
Flexible, transparent silicone rubber sealing boots for lever-actuated style circuit breakers. Units provide an Panel, Amber Rocker, Trip Overload Sensing 
environmental seal for breaker and panel cutout. Tolerant to sunlight, weather, salt spray, ozone, most acids/ 
cleaning solvents. UL recognized, CSA certified. © W33-T4B10-5 2 250VAC 5A 17M3352 48.22 
= @ W33-T4B1Q-10 2 250VAC 10A 93F6706 40.31 
poe ieameeee 2 250VAC 15A 93F6707 
Mfg. Part No. | Type With StockNo. | 1-49 OW5s-14B1GH15 52.90 
Sensata: IELH/APLIUPL/205 (2-Pole); IEL (4-Pole); MIL-M-55629/3 & MIL-M-55629/4; Carling Panel, Black Rocker 
Technologies: CA2, DA2; Eaton: AM-2, AM-33; Tyco/P&B: W92 @ W33-S1N1Q-5 2 250VAC 5A 17M3350 48.20 
@ T1020 Boot | Front Panel Mounted Lever-Actuated Circuit Breakers | 16F4917 19.75 @ W33-S1N10-10 2 250VAC 10A 17M3348 57.39 
Sensata: IEL/APL/UPL/205 (1-Pole); IEL (2- and 3-Pole); MIL-M-55629/1 & MIL-M-55629/2; @ W33-S1N1Q-15 2 250VAC 15A 93F6690 32.83 
Carling Technologies: CA 1, DA 1; Eaton: AM-1, AM-12; Tyco/P&B: W91 @ W33-S1N1Q-20 2 250VAC 20A 17M3349 66.69 
@CT1015 Boot | Front Panel Mounted Lever-Actuated Circuit Breakers | 16F4916 19.03 Panel, White Rocker, Trip Overload Sensing 
Sensata: IELH/APL/UPL/205 (3-Pole); IEL (5-Pole); MIL-M-55629/5 & @ W33-T2N10-5 2 250VAC 5A 93F6701 66.15 
MIL-M-55629/6; Carling Technologies: CA-3, DA-3; Eaton: AM-3, AM-333; Tyco/P&B: W93 @ W33-T2N1Q-10 2 250VAC 10A 93F6702 66.46 
@ CT1050 Boot | Front Panel Mounted Lever-Actuated Circuit Breakers | 16F4918 29.85 @ W33-T2N1Q-15 2 250VAC 15A 93F6703 65.18 
PIM_5164 @ W33-T2N1Q-20 2 250VAC 20A 93F6704 52.63 
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P&B FUSEHOLDER TYPE CIRCUIT BREAKERS 


Approved to many international standards 

Replaces slow blow glass cartridge fuse 

Labor-saving snap-in mounting 

Button extends for visual trip indicator 

Pushbutton to reset breaker 

The W28 series is a single-pole, thermal circuit breaker 
featuring a reset button which cannot be manually pulled to 


ae 


connectivity 


AUTHORIZED DISTRIBUTOR 


= RoHS _ 
Compliant 
Available 


P&B ROCKER-ACTUATED THERMAL CIRCUIT BREAKERS 


598" 
aa 118" = —1,260" (32.0) 
3oq" | (15.2) 
(10.0) [7] 69) =| 827" (21.0) |e 
t AUTHORIZED DISTRIBUTOR 


f 1) Ph RoHS 
V4 Compliant 
@) Available 


358" |.079" 
(21.8) (0) 


= TE 


connectivity 


disconnect the load. On an overload, the reset button opens AY @ | 1,232" 
and a white indicator extends for visual trip indication. Ld 9 é us 
Ideal for replacement of slow-blow glass cartridge fuses. O}l eo, : 
Snaps in panels up to 0.062” (1.57mm) thick. and 0.105” as | 114 tian fe I HON 
(2.667mm) thick. Maximum operating voltage is 250VAC or (6.38) | 394" 4 oral | M 
32VDC. Trip times shown in table are at 200% of load and +25°C. UL recognized (File E69543), CSA certified ins CO aii teas 
(File LR15734), VDE approved, DEMKO approved, SEV approved. 
- © Compact, trip-free, rocker-actuated design © Snaps into same cutout as many common power 
aca in er, | Price Each_ © 5A to 20A ratings switches 
rl © Provides circuit protection and power switching in @ Quick contact terminals, 0.250" (6.35 mm) straight 
Mfg. Part No. Poles VAC Rating Stock No. 1-9+ a single unit Red translucent rocker 
Panel, 1.57mm Panel Thickness © Indicator lamp standard on listed items @ RESET/OFF marked on bezel 
@ W28-XQ1A-0.25 dl 250VAC 250mA 75F005 10.82 Breakers will continuously carry 100% of rated load. May trip between 101% and 134%, but must trip at 135% 
e -j 1 250VAC 500mA 75F006 within one hour at +25°C. Interrupt capacity: 1000A in accordance with UL standard 1077. Dielectric strength: 
© W28-XQ1A-0.50 m ks 1500VAC for 60 sec. Resettable overload capacity is ten times rated load. Reset time: 60 seconds. Operating 
@ W28-XQ1A-0.75 1 250VAC 750mA 90F1227 7.43 temperature: 0°C to +60°C. Numerous additional mounting and termination options available; go online or call. 
@ W28-XQ1A-1 4 250VAC. 1A 75F007 9.47 UL recognized as supplementary protectors under UL 1077, file E69453, in Canada and the United States. 
@ W28-XQ1A-2 1 250VAC 2A 75F008 9.47 Voltage Price Each 
@ W28-XQ1A-3 1 250VAC 3A 75F009 3.15 No. of Rating Current 
© W28-XO1A4 7 PBOVAC 7A 90F1228 5.20 =e Part No. Poles VAC Rating Stock No. 1-9+ 
> . 1 250VAC 5A 75F010 
: oe _ ; ; SSDVAC oa nee ued © W51-A121B1-5 1 125VAC 5A 08H0787 2.19 
e Taner 1 250VAC 7A 75F011 == eee nee : Uesisee = plas oie 
a een aa 1 PBOVAC aA 75F012 Gd @ W51-A121B1-15 1 125VAC 15A 08H0785 6.14 
= Sa 1 B0VAC 710A 75F013 ay @ W51-A121B1-20 1 125VAC 20A 08H0786 2.05 
@ W28-XQTA 2 1 250VAC 12A 75F014 eS OWT ABI : _ seine a 
- - = @ W51-A122B1-15 1 250VAC 15A 08H0789 
@ W28-XQ1A-15 1 250VAC 15A 75F015 471 SHB 
@ W28-XQ1A-20 1 250VAC 20A 52F5525 5.20 PIMEAast 
Panel, 2.667mm Panel Thickness 
W28XT1A1 = 5 1A 88F2487 - P&B PUSH-TO-RESET ONLY THERMAL CIRCUIT- 
=D 
W 28X T 1A 20 % = 20A 08H7037 = BREAKERS = TE 
@ W28-XT1A-5 1 250VAC 5A 08H7080 5.20 cna? 
@ W28-XT1A-10 1 250VAC 10A 66F3424 3.68 AUTHORIZED DISTRIBUTOR 
@ W28-XT1A-12 1 250VAC 12A 2309372 2.67 “Go. -{ee3}— br Compliant 
@ W28-XT1A-15 1 250VAC 15A 99F6269 3.15 | oe Avalianle 
PIM_2495 ot Wk us 


P&B W33 THERMAL CIRCUIT BREAKERS 
@ 2 to 20A ratings 

@ 1- or 2-pole sensing 

@ Lighted or non-lighted rocker actuator 

Current sensing thermal circuit breakers feature models 
with a single pole breaker and a single pole “on-off’ switch 
and indicator light in one convenient, snap-in mount 
package. Available with black or white rocker (non-lighted) 
or with lighted rocker (120VAC neon light with resistor). 
0.250” x 0.032” (6.350 mm x 0.813 mm) quick connect/ 
solder terminals. International I/O rocker marking. UL 
recognized (File E695430), CSA certified (File LR15734). 
Meets requirements of IEC. All are non-lighted. Versions 
with lighted rocker also available; go online or call. 


connectivity 


AUTHORIZED DISTRIBUTOR 


WG 
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740 


> 


| =“ 
1.378" 846" _ 
(35.0) e18) 


031".102" 
(8) (2.6) 


(14.9) = —=4 berm Lt 


t 


@ New economical design e 
@ 5 to 40A ratings e 
© Cannot be manually tripped @ Metal-knurled net/hex nut mounting hardware 
e e 
e e 


White button with red rate marking (vertical) 
Quick-connect terminals, 0.250” (6.35mm) straight 


Button extends for visual trip indication Mounting hardware assembled to bushing 

Push button to reset breaker Maximum operating voltage: 250VAC 
Breakers will continuously carry 100% of rated load. May trip between 101% and 134%, but must trip at 135% 
within one hour at +25°C. Interrupt capacity: 1000A in accordance with UL standard 1077. Dielectric strength: 
1500VAC for 60 sec. Resettable overload capacity is 10 times rated load. Reset time: 60 seconds. Operating 
temperature: 0°C to +60°C. UL 1500 (ignition protected) versions also available; go online or call. Numerous 
additional mounting and termination options available. Nameplates and mounting hardware also available; go 


> CONTINUED > 


Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


P&B PUSH-TO-RESET ONLY THERMAL CIRCUIT-BREAKERS (CONT.) 
online or call. All breakers except 35A and 40A are UL recognized as supplementary protectors under UL 1077, 
file E69543, in Canada and the United States. 


Voltage Price Each 
No. of Rating Current 
Mfg. Part No. Poles VAC Rating Stock No. 1-9+ 

Panel 

@ W54-XB1A4A10-5 1 250VAC 5A 08H0797 5.20 
@ W54-XB1A4A10-10 1 250VAC 10A 08H0792 5.20 
@ W54-XB1A4A10-15 1 250VAC 15A 08H0793 3.44 
@ W54-XB1A4A10-20 1 250VAC 20A 08H0794 4.23 
@ W54-XB1A4A10-25 1 250VAC 25A 08H0795 5.77 
@ W54-XB1A4A10-30 1 250VAC 30A 08H0796 Bl 

PIM_74453 


P&B COMPACT, PUSH-TO-RESET ONLY THERMAL CIRCUIT 
BREAKERS 


— Pe 


connectivity 
AUTHORIZED DISTRIBUTOR 


465" a RoHS — 
e Compliant 
ane Available 


889) 
~\(11.8) i (22.6) "(11.6) | 


.031".102" 


(8) 26) 
575" rat 


© Quick-connect terminals, .250" (6.35 mm) straight 
@ Metal-knurled net/hex nut mounting hardware 

@ Mounting hardware assembled to bushing 

@ Maximum operating voltage: 250VAC. 


4 to 20A ratings 

Cannot be manually tripped 

Button extends for visual trip indication 
Push button to reset breaker 

White button with red rate marking (vertical) 


Breakers will continuously carry 100% of rated load. May trip between 101% and 134%, but must trip at 135% 
within one hour at +25°C. Interrupt capacity: 1000A in accordance with UL standard 1077. Dielectric strength: 


1500VAC for 60 sec. Resettable overload capacity is ten times rated load. Reset time: 60 seconds. Operating 
temperature: 0°C to +60°C. UL 1500 (ignition protected) versions also available; go online or call. Numerous 
additional mounting and termination options available. Nameplates and mounting hardware also available; go 
online or call. 
Voltage Price Each 
No. of Rating Current 
Mfg. Part No. Poles VAC Rating Stock No. 1-9+ 

Panel 

@ W57-XB7A4A10-5 1 250VAC 5A 08H0801 3.54 

@ W57-XB7A4A10-10 1 250VAC 10A 08H0798 3.65 

@ W57-XB7A4A10-15 1 250VAC 15A 08H0799 3.43 

@ W57-XB7A4A10-20 1 250VAC 20A 08H0800 2.89 
PIM_74452 


P&B PUSHBUTTON AND TOGGLE-ACTIVATED THERMAL 
CIRCUIT BREAKERS 


7 f 


connectivity 


AUTHORIZED DISTRIBUTOR 


CIRCUIT-BREAKERS 


THERMAL CIRCUIT-BREAKERS 


P&B PUSHBUTTON AND TOGGLE-ACTIVATED THERMAL CIRCUIT 
BREAKERS (CONT.) 


Voltage Price Each 
No. of Rating Current 

Mfg. Part No. Poles VAC Rating Stock No. 1-9+ 
Panel, Pushbutton, 6-22 Sec. Trip Time 
@ W23-X1A1G-30 1 250VAC 30A 18M9753 34.12 
@ W23-X1A1G-35 1 250VAC 35A 18M9754 34.47 
@ W23-X1A1G-50 1 250VAC 50A 17M3340 34.12 
Panel, Toggle-activated, 6-22 Sec. Trip Time 
@ W31-X2M1G-10 1 240VAC 10A 17M3341 34.35 
@ W31-X2M1G-5 1 250VAC 5A 18M9759 42.45 
@ W31-X2M1G-7.50 1 250VAC 7.5A 87F620 58.55 
@ W31-X2M1G-15 I 250VAC 15A 17M3342 44.57 
@ W31-X2M1G-20 1 250VAC 20A 18M9758 42.45 
@ W31-X2M1G-25 fl 250VAC 25A 17M3344 37.96 
@ W31-X2M1G-30 1 250VAC 30A 17M3346 36.00 
@ W31-X2M1G-35 1 250VAC 35A 87F612 40.98 
@ W31-X2M1G-40 1 250VAC 40A 17M3347 18.92 
@ W31-X2M1G-50 1 250VAC 50A 29M9965 58.55 
Panel, Toggle-actuated, 11-30 Sec. Trip Time 
@ W31-X2M1G-1 1 250VAC 1A 87F615 45.88 
@ W31-X2M1G-2 1 250VAC 2A 17M3343 61.17 
@ W31-X2M1G-3 1 250VAC 3A 17M3345 55.27 

PIM_2394 


P&B PUSH-TO-RESET ONLY THERMAL CIRCUIT BREAKERS 


“ZTE 


connectivity 


AUTHORIZED DISTRIBUTOR 
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080 MAX. CLOSED POSITION 
wn 


AMP RATING 
JW BLACK 


Hex NUT AMP RATING 
Gamen mezetmo “MRED 


Fig. 4 


250 1635) x 032 (By QUICK. 
INECT TERMINALS. 


Fig. 2 


Single-pole, thermal-type features recessed reset button. Cannot be manually pulled out to disconnect circuit. 
Reset button extends when overload occurs and breaker opens; red band appears for visible trip indication. 
Continuously carries 100% rated load. May trip between 101% and 144% of rated load, must trip at 145% at 
25°C. Trip times listed in table are at 200% rating. Quick-Connect and #6-32 screw terminals are available. 


Y 1 1 
O# a 
375-385 ct 


{9.53-9.78) am 
i Suggested Panel 
> Cut-Outs 
¢ 2 
W31 Suggested Panel Al @ 
W23 Cut-Out 


W23 and W314 series circuit breakers are single-pole, thermal devices. Both units may also be used as a switch. 
Each breaker has trip-free feature which allows contacts to open on an overload even with toggle or button held 
in On position. W23 and W31 series will carry 100% of rated load continuously but must trip at 135% of rated 
load at 25°C within one hour. Both units UL recognized under file E69543, CSA certified under file LR15734. 
Trip times listed are at 200% rating. W31 series units have antirotation flats but also mount in round hole. See 
suggested panel cut-outs. Dimensions: 2.04L x .690W x 1.38H” 


Voltage Price Each 
No. of Rating Current 
Mfg. Part No. Poles VAC Rating Stock No. 1-9+ 
Panel, Pushbutton, 11-30 Sec. Trip Time 
@ W23-X1A1G-1 1 250VAC 1A 17M3338 39.11 
@ W23-X1A1G-2 1 250VAC 2A 95F9218 52.37 
@ W23-X1A1G-3 1 250VAC 3A 70B8785 25.18 
Panel, Pushbutton, 6-22 Sec. Trip Time 
@ W23-X1A1G-40 1 240VAC 40A 18M9755 27.62 
@ W23-X1A1G-5 1 250VAC 5A 18M9756 34.12 
@ W23-X1A1G-7.50 1 250VAC 7.5A 18M9757 34.12 
@ W23-X1A1G-10 1 250VAC 10A 17M3339 34.12 
@ W23-X1A1G-15 1 250VAC 15A 44F944 31.17 
@ W23-X1A1G-20 1 250VAC 20A 44F945 34.12 
@ W23-X1A1G-25 1 250VAC 25A 44F946 34.12 
> CONTINUED > 


1.800.463.9275 © newark.com 


Fig. 1 has 0.5” (12.70 mm) mounting bushing with 7/16-28 silver thread. Recommended cutout is 0.440- 
0.450” (17.3-17.7 mm) dia. hole. Fig. 2 has 0.300” (7.62 mm) mounting bushing with 15/32-32 black thread. 
Recommended cutout is 0.470-0.480" (18.5-18.9 mm) dia. hole. Mfg. part no. W58-XB6A4A-4 has a .465” 
(11.81 mm) mounting bushing with 3/8-24 silver thread. Recommended cutout is .370-.380" (15.0-15.3 mm) 
dia. hole. UL 1500 (ignition protected) and 1077 rated. UL recognized, CSA certified. 3/8” plastic bushing option 
available; go online or call. 
Voltage Price Each 
No. of Rating Current 
Mfg. Part No. Poles VAC Rating Stock No. 1-9+ 

Panel, #6-32 Screw Terminals, 10-45 Sec. Trip Time - Fig. 2 
@ W58-XC4C12A-1 1 250VAC 1A 57F281 12.94 
@ W58-XC4C12A-2 1 250VAC 2A 17M3353 13.08 
@ W58-XC4C12A-3 1 250VAC 3A 17M3355 7.92 
@ W58-XC4C12A-7 1 250VAC 7A 17M3357 6.97 
@ W58-XC4C12A-25 1 250VAC 25A 29M9967 10.47 
Panel, #6-32 Screw Terminals, 6-30 Sec. Trip Time - Fig. 2 
@ W58-XC4C12A-5 1 250VAC 5A 17M3356 10.47 
@ W58-XC4C12A-10 1 250VAC 10A 29M9966 10.47 
@ W58-XC4C12A-15 1 250VAC 15A 57F292 10.47 
@ W58-XC4C12A-20 1 250VAC 20A 17M3354 7.68 
@ W58-XC4C12A-30 1 250VAC 30A 57F294 10.47 
Panel, Quick Connect Terminals, 10-45 Sec. Trip Time - Fig. 4 
@ W58-XB1A4A-1 1 250VAC 1A 56F870 13.20 
@ W58-XB1A4A-2 1 250VAC 2A 56F871 13.20 
@ W58-XB1A4A-3 1 250VAC 3A 56F872 7.92 
@ W58-XB1A4A-4 1 250VAC 4A 56F873 7.51 
Panel, Quick-connect Terminals, 6-30 Sec. Trip Time - Fig. 1 
@ W58-XB1A4A-3.5 1 250VAC 3.5A 57F280 7.67 
@ W58-XB1A4A-5 1 250VAC 5A 56F874 6.98 
@ W58-XB1A4A-6 1 250VAC 6A 57F275 9.28 
@ W58-XB1A4A-7 1 250VAC 7A 56F875 9.28 
@ W58-XB1A4A-8 1 250VAC 8A 57F276 6.20 
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CIRCUIT-BREAKERS 
THERMAL CIRCUIT-BREAKERS 


P&B PUSH-TO-RESET ONLY THERMAL CIRCUIT BREAKERS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


THERMAL CIRCUIT-BREAKERS (CONT.) 


Voltage Price Each Voltage Price Each 
No. of Rating Current No. of Rating Current 
Mfg. Part No. Poles VAC Rating Stock No. 1-9+ Mfg. Part No. Poles VAC Rating Stock No. 1-9+ 

Panel, Quick-connect Terminals, 6-30 Sec. Trip Time - Fig. 1 Panel, Threaded Neck (51.5L x 19W x 19H mm) 

@ W58-XB1A4A-10 1 250VAC 10A 56F876 TAT @ T9-311C-4 1 240VAC 4A 71M0538 2.49 

@ W58-XB1A4A-12 1 250VAC 12A 57F277 5.69 @ 19-311C-6 1 240VAC 6A 71M0540 2.49 

@ W58-XB1A4A-15 1 250VAC 15A 56F877 8.23 @ T9-311C-10 1 240VAC 10A 71M0533 1.58 

@ W58-XB1A4A-20 1 250VAC 20A 56F878 11.16 @ 19-311C-12 1 240VAC 12A 71M0534 2.49 

@ W58-XB1A4A-25 1 250VAC 25A 57F278 10.42 @ T9-311C-15 1 240VAC 15A 71M0536 2.49 

@ W58-XB1A4A-30 1 250VAC 30A 57F279 8.35 Snap In 

PIM_2395 @ 4404.0001 1 240VAC 4A 72J5837 2.73 
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THERMAL CIRCUIT BREAKERS AL a} Ee T of 

a TRIP-FREE SINGLE-POLE THERMAL CIRCUIT- [=] SCHURTER 
BREAKERS ces ELECTRONIC COMPONENTS 
@ Actuation: manual push/positive trip RoHS 
© Current: 0.05-16A available Osa 
© Voltage: 240 VAC, 48 VDC vailable 
© 6.3 x 0.8mm quick-connect terminals 
© Protective dust cover available; order separately below LY @ 
Retaining Ring UL recognized, CSA certified, VDE approved. Protective dust 


Circuit Breaker 


Mounting Clip Protective Boot / Cover 


Replaces slow-blow glass fuses and fuse holders. Units mount in the same space as a 0.625” (15.88 mm) 


fuse holder and provide resettable capability after tripping. A trip indicator button provides visual indication of 
trip condition and can’t be manually switched to the OFF position. Trip time @ 200%: 2.5-24 seconds @25°C. 
Retaining ring, mounting clip and boot ordered separately; go online or call. UL recognized, CSA certified. 
Voltage Price Each 
No. of Rating Current 
Mfg. Part No. Poles VAC Rating Stock No. 1-9+ 

Panel 

@KD1-05 1 250VAC 500mA 96B5634 16.55 
@KD1-1 1 250VAC 1A 29F1601 13.06 

@ KD1-2 1 250VAC 2A 29F1602 6.95 

@ KD1-2.5 1 250VAC 2.5A 44F914 6.51 

@ KD1-3 1 250VAC 3A 29F1603 6.46 

@ KD1-4 1 250VAC 4A 29F1604 7.84 
@KD1-5 1 250VAC 5A 29F1605 6.60 

@ KD1-6 1 250VAC 6A 29F1606 9.67 
@KD1-7 1 250VAC 7A 29F 1607 6.42 

@ KD1-8 1 250VAC 8A 29F1608 7.10 

@ KD1-9 1 250VAC 9A 29F1609 6.29 

@ KD1-10 1 250VAC 10A 29F1610 7.36 

@ KD1-12 1 250VAC 12A 81F1731 7.79 

@ KD1-15 1 250VAC 15A 29F1611 7.98 
PIM_2391 
THERMAL CIRCUIT-BREAKERS EL.SCHURTER 


ELECTRONIC COMPONENTS 


RoHS 
Se Gee timpiat 
a Available 


gre, Aber ° 


_ c US 


T9-311 Series 


79-611 Series T9-711 Series 


Supplementary protection for general industrial use 
Current/voltage: 4-16A/240VAC; 48/32VDC 

Single pole Terminals: 10L x 0.8W x 6.3H mm quick-connect 
Trip time @135% load: 17.5 sec Actuation: manual push/cycle trip 

Trip time @200% load: 3-23 sec © Temperature range: -5°C to 60°C 


Short-circuit capacity: 8 x In 
Mounting type: plug-in 


UL 1077 recognized, CSA C22.2 235 certified, IEC 60934 approved, GB 17701 Chinese compulsory certification. 
IP40 protection (accessible range), P00 (termination range). Other rated currents and accessories available; 
For trip curves and thermal derating correction factors, go online or call. 
Voltage Price Each 
No. of Rating Current 
Mfg. Part No. Poles VAC Rating Stock No. 1-9+ 

Panel, Front Snap-in (42.2L x 19W x 19H mm) 
@ T9-611P-5A 1 240VAC 5A 28K1540 2.73 
@ T9-611P-6A 1 240VAC 6A 28K1541 2.49 
@ T9-611P-8A 1 240VAC 8A 28K1542 2.73 
@ T9-611P-10A 1 240VAC 10A 28K1537 2.73 
@ 19-611P-12A 1 240VAC 12A 88K1279 2.49 
@ T9-611P-16A 1 240VAC 16A 28K1539 2.73 
Panel, Rear Snap-in (51.5L x 25W x 15.5H mm) 
@ 19-711C-6 1 240VAC 6A 71M0550 2.49 
@ T9-711C-10 1 240VAC 10A 71M0543 2.49 
@ 19-711C-12 1 240VAC 12A 71M0544 2.49 
@ T9-711C-16 1 240VAC 16A 71M0547 2.49 

> CONTINUED > 
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cover also available; go online or call. 


Voltage Price Each 
No. of Rating Current 
Mfg. Part No. Poles VAC Rating Stock No. 1+ 
Panel, 6mm Threaded Neck Mounting with Hexagonal Nut 
@ 7111-211-1 1 240VAC 1A 16F2156 9.78 
@ 711-211-1.5 1 240VAC 1.5A 88K1277 8.90 
@ 711-211-2 1 240VAC 2A 88K1278 9.78 
@711-211-3 1 240VAC 3A 3202321 9.78 
@111-211-5 1 240VAC 5A 3202331 9.78 
@ 111-211-12 1 240VAC 12A 32C2307 8.90 
Panel, 8mm Threaded Neck Mounting with Hexagonal Nut 
@ 711-311-0.5 1 240VAC 500mA 3202395 9.78 
@ 711-311-1 1 240VAC 1A 88K2018 9.78 
@ 711-311-1.5 1 240VAC 1.5A 88K2019 8.90 
@ 111-311-2 1 240VAC 2A 3202404 9.78 
@ 111-311-3 1 240VAC 3A 3202405 8.90 
@ 711-311-5 1 240VAC 5A 16F2155 7.53 
@ 111-311-10 1 240VAC 10A 88K2020 9.78 
Panel, Snap-In Mounting 
@ 711-611-0.5 1 240VAC 500mA 3202425 8.90 
@ 111-611-16 1 240VAC 16A 98K1976 os 
Price Each 
Mfg. Part No. Description Stock No. | 1-1-9 
@ 12201 Protection Cover 91B4164 2.10 
PIM_16831 
THERMAL CIRCUIT BREAKERS &.SCHURTER 


© Actuation: rocker 

© Current/voltage: 0.1-20A/240VAC, 30VDC 

© Short-circuit capacity: 10 x 1n/300A 

© Mounting/terminals: snap-in mounting/quick connect 
terminals 


ELECTRONIC COMPONENTS 


RoHS — 

Compliant 

Available 
Wig 


=cHURTER 


@ 1/0 legend et 


Me 


f 
Ordering options include lighted or unlighted, protective 
cover, mechanical lock-out latch, snap-in or flange mounting, 
shunt terminal, auxilliary contact (changeover), and assorted 
accessories; go online or call. UL recognized, CSA certified, 


VDE approved. 
ACCESSORIES 
Factory installed. 
Voltage Price Each 
No. of Rating Current aT 
Mfg. Part No. Poles VAC Rating Stock No. 1-9+ 
Panel 
@ TA45-ABTBLOS0CO 1 240VAC 5A 91F6160 22.37 
@ TA45-ABTWF150C0 1 240VAC 15A 84K0171 23.28 
@ TA45-ABTWF160C0 1 240VAC 16A 88K1866 23.28 
@ TA45-ABTBF200C0 1 240VAC 20A 04M4501 23.28 
@ TA45-ABDBL0S0CO 2 240VAC 5A 93K7647 30.41 
@ TA45-ABDWF100C0 2 240VAC 10A 91B0283 30.41 
@ TA45-ABDBL150C0 2 240VAC 15A 3200523 30.41 
@ TA45-ABDBL100C0 2 250VAC 10A 32€0520 29.22 
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CIRCUIT-BREAKERS 


THERMAL CIRCUIT-BREAKERS 


THERMAL CIRCUIT BREAKERS (CONT.) MOELLER UL 489 DIN RAIL BRANCH CIRCUIT BREAKERS (CONT.) 
Price Each Voltage Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ No. of Current Rating 
@ AZNO1 Collar with Cover 91B0320 5001 oN oe Part No. Poles Rating VAC Stock No. 1-4+ 
, ai 
= = beats Le @ FAZ-D2/1-NA-SP 1 2A 480VAC 10R0214 75.53 
PIM_47879 @ FAZ-D4/1-NA-SP 1 4A 480VAC 58M6376 74.19 
@ FAZ-D6/1-NA-SP 1 6A 480VAC 58M6401 70.96 
FAZ-NA SERIES UL 489 DIN RAIL BRANCH CIRCUIT E ‘Te @ FAZ-D13/1-NA-SP 1 13A 480VAC 58M6293 65.30 
BREAKERS = @ FAZ-D16/1-NA-SP 1 16A 480VAC 58M6309 61.62 
Geesinsiat @ FAZ-D30/1-NA 1 30A 480VAC 58M6354 75.14 
Avalable @ FAZ-D40/1-NA-SP 1 40A 480VAC 58M6383 85.44 
@) @ @ FAZ-D1/2-NA 2 1A 480VAC 58M6272 142.84 
@ FAZ-D2/2-NA 2 2A 480VAC 58M6321 160.04 
@ FAZ-D3/2-NA 2 3A 480VAC 58M6349 160.04 
@ FAZ-D4/2-NA 2 4A 480VAC 58M6378 151.61 
@ FAZ-D5/2-NA 2 5A 480VAC 58M6396 151.61 
@ FAZ-D6/2-NA 2 6A 480VAC 58M6403 139.69 
ioe a Pils @ FAZ-D8/2-NA 2 8A 480VAC 52M9068 139.69 
: ings ; @ FAZ-D10/2-NA 2 10A 480VAC 58M6286 148.02 
Trip Characteristics rating. 
© B: Instantaneous trip response 3-5 times current @ S: Instantaneous trip response time 13-17 times @ FAZ-D15/2-NA 2 15A 480VAC 58M6305 139.69 
rating. current rating. @ FAZ-D16/2-NA 2 16A 480VAC 58M6312 129.83 
@ C: Instantaneous trip response 5-10 times current @ FAZ-D20/2-NA 7) 0A Z80VAC 58M6329 139.69 
ee ee ee, eos 2 [26a | vnc | sto [139.50 
certified, CE compliant. “SP” suffix indicates single packaging of single-pole circuit breaker. To view trip curves, @ FAZ-D30/2-NA 2 30A 480VAC 58M6356 153.15 
go online or call. @ FAZ-D1/3-NA 3 1A 480VAC 58M6274 214.94 
ace Nie bod a Price Each @ FAZ-D2/3-NA 3 2A 480VAC 58M6323 235.92 
Mfg. PartNo. | Poles Rating voc" ia ce EAL DSIENA 3 = S80VAG eee || 220/98 
DIN Rail @ FAZ-D5/3-NA 3 5A 480VAC 58M6398 240.12 
@ FAZ-C1/1-SP 1 1A 48VDC ZO0VAC 14M9324 43.69 @ FAZ-D10/3-NA 3 10A 480VAC 58M6289 204.31 
@FAZS 1/1 1 TA 48VDC 480VAC 51M8753 61.05 @ FAZ-D15/3-NA 3 15A 480VAC 58M6307 217.47 
@ FAZ-C2/1-SP 1 2A aevoc | 40ovac | 14M9323_ | 43.69 BALD 20S -NA 3 aA ASIVAG SEMOS32 ZOU 
@ FAZ-S 2/1 1 2A 4evoc | 415VAC_ | 15M6255 = @ FAZ-D25/3-NA 7 eon eeAG SOM GSS 2 ZO 
@ FAZ-S3/1 1 3A 4evoc | 400vac | 89K7285 | 68.17 @ FAZ-D30/3-NA g cit ee SEA) || 2.502 
@ FAZ-S4/1 1 4A 48VDC 480VAC 32M7854 50.80 Price Each 
@ FAZ-B10/1-SP 1 10A 48VDC 400VAC 32M7843 36.56 Mfg. Part No. Description Stock No. 1+ 
@ FAZ-C10/1 1 10A 48VDC 400VAC 96K9760 35.30 @ FAZ-XAA-NA110-415VAC | Shunt Trip, Position Indicator, 110V-415VAC | 58M6527 | 103.60 
@ FAZ-BI3/1-SP 1 TBA aevoc | 480vac | 32M7844 | 35,90 __(10V-230VDC) 
@ FAZ-C13/1-SP 7 TBA 78VDC Z80VAC 30m7849 35.90 @ FAZ-XAA-NA12-110VAC_ | Shunt Trip, Oana 12V-110VAC | 58M6528 | 107.29 
@ FAZ-C16/1-SP 1 16A 48VDC 480VAC 87K2004 35.90 PIM 148491 
e 1 20A 48VDC 480VAC 32M7845 36.56 
e 2 2A 48VDC 480VAC 82K9812 87.07 
eee : ‘ox [aavoc | danvac[sam04ss [77.71 SERIES GTHERMAL-MAGNETIC CIRCUIT BREAKERS EL" g AI 
@ FAZ-C13/2 2 13A 48VDC 480VAC 29M6685 73.64 
@ FAZ-C16/2 2 16A 48VDC 480VAC 78K6486 77.69 @) @ 
@ FAZ-C20/2 2 20A 48VDC 480VAC 87K2013 77.69 C € 
@ FAZ-B20/2 2 20A 48VDC 480VAC 95M4249 77.69 
@ FAZ-C25/2 2 25A 48VDC 480VAC 32M7850 77.69 
e 2 32A 48VDC 240VAC 86K9999 76.32 
e 3 4A 48VDC 480VAC 32M7852 116.20 fas 
e 3 6A 48VDC 480VAC 32M7853 119.35 Ze? 3 
@ FAZ-B13/3 3 13A 48VDC 480VAC 29M6689 132.90 : 
@ FAZ-B25/3 3 25A 48VDC 480VAC 32M7847 135.90 EG Frame HMCP (EG-Frame) 
@ FAZ-C32/3 3 32A 48VDC 240VAC 87K0320 117.27 © Available in frame sizes up to 2500A © Built-in ground fault protection down to 20A 
Bieaeorl © Safely interrupt up to 200,000A . ® Provide increased performance in 35% less space 
= @ Asymmetrical interrupting capacities at 480 VAC than standard circuit breakers or comparable 
; eed vou from 20 to 2500A e Len aetna accessories through 630A 
MOELLER UL 489 DIN RAIL BRANCH CIRCUIT BREAKERS E:Te Ni : “G” signifies global applications: UL, CSA, CE, IEC, KEMA & KEUR. The HMCP circuit breaker is an 
instantaneous-only motor circuit protector (MCP), is available in ratings from 3 to 1200A for motor starters sizes 
g , 4 4 epiing jit (0 through 8 and is UL 489. 
: | Available Voltage Voltage Price Each 
'@ oe @) G No.of | Current Rating Rating ip 
Mfg. Part No. Poles Rating vbCc VAC Stock No. 1-4+ 
DIN Rail 
@ HMCPE015E0C 3 15A 250VDC 480VAC 47K9852 939.48 
@ EGB3015FFG 3 15A 250VDC 480VAC 46K7625 559.82 
@ EGB3020FFG 3 20A 250VDC 480VAC 46K7631 559.82 
@ HMCPE030H1C 3 30A 250VDC 480VAC 47K9855 939.59 
1-Pole @ EGB3030FFG 3 30A 250VDC 480VAC 46K7637 549.39 
e ie 2771/480 Volt ; © Current limiting device @ HMCPE050K2C 3 50A 250VDC 480VAC 47K9858 939.48 
* o72'2No502) as branch cautbeakers. © ULfle number E205139 SECTS 3 | s0A_| 2s0voc_| 4s0vac | EAS 
© Interrupting capacity: 10 KA UL/CSA; 15 kA IEC @ “SP” suffix indicates option for single packaging @ EGB3060FFG 3 60A 250VDC 480VAC 46K7655 549.39 
60947-2 @ HMCPE100R3C 3 100A 250VDC 480VAC 51K0035 1403.49 
Additional bus bars, auxiliary contacts, shunt trips and padlocks are also available; go online or call. @ EGB3100FFG 3 100A 250VDC 480VAC A6K7671 647.22 
@ EGB3125FFG 3 125A 250VDC 480VAC 50K4144 1347.28 
@ JGS3200FAG 3 200A 250VDC 480VAC 51K1823 1746.93 
@ JGS3250FAG 3 250A 250VDC 480VAC 51K1826 1870.52 
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THERMAL/MAGNETIC CIRCUIT-BREAKERS 


SERIES G THERMAL-MAGNETIC CIRCUIT BREAKERS (CONT.) MOELLER UL 1077 DIN RAIL SUPPLEMENTARY E “Tei 
Voltage Voltage Price Each PROTECTORS a 
No. of Current Rating Rating ~ — = ~ = = RoHS _ 
Mfg. Part No. Poles Rating vbc VAC Stock No. 1-4+ Gop tinpiat 
Panel 
@ EGH3025FFG 3 25A 250V 480VAC 50K4360 789.51 @) 
Price Each cWA us 
Mfg. Part No. Stock No. 1-1-4+ 
@ AUX1A1BPK 45K6017 344.55 
@ EHMFSO03 46K7992 901.19 er . 
@ JHMFS03 48K1297 925.34 6. 6 . 6. 
@ EHMVDO6B 89M4619 167.81 1-Pole 2-Pole 3-Pole 
PIM. 110557 ® Designed for inductive loads © For international and domestic use (conform to 
7 @ Response time of instantaneous trip: C curve IEC 60947-2) 
(5-10X In current rating) @ UL file number 177451 
SERIES C THERMAL-MAGNETIC CIRCUIT BREAKERS A @ UL recognized and CSA Certified as supplemen- @ “-RT” suffix indicates ring tongue terminals 
E:Te Ni tary protectors @ “-SP” suffix indicates option for single packaging 
Voltage Voltage Price Each 
@) G No. of Current Rating Rating eI 
Mfg. Part No. Poles Rating VDC VAC Stock No. the 
C € DIN Rail 
FAZ-C1/2-NA 2 1A 48v 240VAC 58M6097 136.86 
@ FAZ-C3/2-NA 2 3A 48v 240VAC 58M6178 146.23 
@ FAZ-C3/2 2 3A 125VDC | 277VAC 80K9806 87.07 
@ FAZ-C4/2-NA 2 4A 48v 240VAC 31M3629 146.23 
@ FAZ-C5/2-NA 2 5A 48v 240VAC 88K1546 139.30 
FAZ-C6/2-NA 2 6A 48V 240VAC 58M6235 136.76 
F-Frame G-Frame 
@ Field installable accessories through 630A flash hazard calculations @ FAZ-C10/2-NA 2 10A 4eV 240VAC 31M3638 136.76 
© Easy installation © 3 poles @ FAZ-C16/2-NA 2 16A 48v 240VAC 32M6087 136.76 
© Trip units from 20 to 2500A @ Fixed trip unit @ FAZ-C20/2-NA 2 20A 48V 240VAC 48M1382 123.89 
SESE E (OSA A002 QUIN Tor perroungiare @ FAZ-C25/2-NA 2 25A 48V 240VAC | 58M6169 | 134.08 
sel eoawe pics pie [Price Each =“ @ FAZ-C30/2-NA 2 30A 48V 24ovac | 31M3641 | 130.46 
Mfg. Part No. Poles Rating vpc VAC Stock No. 4-4+ @ FAZ-C40/2-NA 2 40A 48V 240VAC 58M6218 154.97 
DIN Rail @ FAZ-C40/2 2 40A 125VDC | 277VAC 58M6217 87.07 
@ FD3015 3 15A 250VDC 600VAC 50K7206 | 1053.92 @ FAZ-C50/2 2 50A 125VDC_ | 277VAC 58M6228 108.09 
@ HFD3015 3 15A 250VDC 600VAC 50K9002 | 1267.76 @ FAZ-C63/2 2 63A 125VDC_| 277VAC | 58M6242 99.51 
@ FD3020 3 20A 250VDC 600VAC 50K7232 | 1053.90 @ FAZ-C1/3 3 1A 125VDC_| 277VAC 55R2203 124.03 
@ HFD3020 3 20A 250VDC 600VAC 50K9031 | 1269.83 @ FAZ-C2/3 3 2A 125VDC_| 277VAC 58M6153 126.27 
@ FD3025 3 25A 250VDC 600VAC 50K7259 930.12 @ FAZ-C3/3-NA 3 3A 48V 240VAC 58M6180 214.59 
@ FD3030 3 30A 250VDC_ | 600VAC 50K7268 | 1013.51 @ FAZ-C5/3-NA 3 5A 48V 240VAC_| 55M0091 | 202.06 
@ HFD3030 3 30A 250VDC 600VAC 50K9065 | 1121.08 @ FAZ-C6/3-NA 3 6A 48V 240VAC 32M6081 202.30 
@ FD3040 3 40A 250VDC 600VAC 50K7299 992.28 @ FAZ-C10/3 3 10A 125VDC. 277VAC 95K4157 119.35 
@ HFD3040 3 40A 250VDC 600VAC 50K9107 | 1121.08 @ FAZ-C16/3-NA 3 16A 48 240VAC 32M6079 198.78 
@ FD3050 3 50A 250VDC 600VAC 50K7320 930.12 FAZ-C20/3-NA 3 20A 48V 240VAC 55M0093 202.30 
@ HFD3050 3 50A 250VDC 600VAC 50K9133_ | 1121.08 @ FAZ-C25/3-NA 3 25A 48V 240VAC 55M0092 191.12 
@ FD3060 3 60A 250VDC 600VAC 50K7349 993.33 @ FAZ-C32/3-NA 3 32A 48y 240VAC 58M6194 201.03 
@ HFD3060 3 60A 250VDC | 600VAC 50K9162__| 1261.81 @ FAZ-C40/3-NA 3 40A 48V 240VAC_| 31M3691 | 219.69 
@ FD3070 3 70A 250VDC 600VAC 50K7377_ | 1149.46 @ FAZ-C40/3 3 40A 48VDC 277VAC 87K2007 126.25 
@ HFD3070 3 70A 250VDC_ | 600VAC 50K9187__| 1377.92 @ FAZ-C50/3 3 50A 125VDC_| 277VAC_ | 96K2529 135.90 
@ HFD3080 3 80A 250VDC 600VAC 50K9213 | 1575.46 @ FAZ-C63/3 3 63A 48VDC 277VAC 87K0303 138.33 
@ FD3100 3 100A 250VDC 600VAC 50K7435 1044.43 DIN Rail, Option For Single Packaging 
@ HFD3100 3 100A 250VDC 600VAC 50K9251 | 1561.32 @ FAZ-C4/1-NA-SP 4A 48v 240VAC 58M6204 66.96 
@ FD3125 3 125A 250VDC 600VAC 50K7505 | 2350.37 @ FAZ-C6/1-NA-SP 1 6A 48v 240VAC 63R8280 62.48 
@ FD3150 3 150A 250VDC 600VAC 50K7538 | 2350.37 @ FAZ-C8/1-NA-SP 8A 48v 240VAC 52M9067 62.49 
@ FD3200 3 200A 250VDC_| 600VAC 50K7604 | 2350.37 @ FAZ-C10/1-SP 1 10A 48v 240VAC | 96K2531 36.56 
@ FD3225 3 225A 250VDC 600VAC 50K7626 | 2070.81 @ FAZ-C10/1-NA-SP 10A 48v 240VAC 58M6116 59.96 
Panel @ FAZ-C13/1-NA-SP 13A 48v 240VAC 58M6126 63.42 
@ HMCP007C0C 3 7A 250VDC 600VAC 47K9877__ | 1132.75 FAZ-C15/1-NA-SP 15A 48v 240VAC 58M6136 62.49 
@ GHB3015 3 15A 250VDC 480VAC 47K8619 644.17 FAZ-C16/1-NA-SP 16A 48V 240VAC_ | 32M6088 61.36 
@ HMCP015E0C 3 15A 250VDC | 600VAC 47K9883 | 1132.75 FAZ-C20/1-NA-SP 1 20A 48V 240VAC_| 58M6157 64.57 
@ GHB3020 3 20A 250VDC_ | 480VAC 47K8623 422.61 @ FAZ-C25/1-NA-SP 25A 48v 240VAC | 58M6166 64.57 
@ GHB3025 3 25A 250VDC 480VAC 47K8627 650.56 @ FAZ-C25/1-SP 25A 48VDC 277VAC 83K8448 35.90 
@ GHB3030 3 30A 250VDC 480VAC 47K8630 643.56 @ FAZ-C40/1-SP 40A 48VDC 277VAC 58M6213 41.59 
@ GHB3040 3 40A 250VDC 480VAC 47K8635 646.54 @ FAZ-C50/1-SP 50A 48VDC 277VAC 58M6226 53.71 
@ GHB3050 3 50A 250VDC | 480VAC 47K8641 423.88 @ FAZ-C63/1-SP 63A 48VvDC__| 277VAC_ | 58M6240 52.75 
@ HMCP050K2 3 50A 250VDC | 600VAC 51K0270 765.19 DIN Rail, Ring Tongue Terminals 
@ GHB3060 3 60A 250VDC_ | 480VAC 47K8644 645.66 @ FAZ-C3/2-RT 2 3A 48v 240VAC | 58M6179 | 139.15 
@ GHB3070 3 70A 250VDC_ | 480VAC 47K8648 584.79 @ FAZ-C5/2-RT 2 5A 48v 240VAC_ | 58M6224 | 144.79 
@ GHB3080 3 70A 250VDC 480VAC 47K8651 895.59 @ FAZ-C8/2-RT 2 8A 48v 240VAC 58M6256 139.08 
@ GHB3100 3 100A 250VDC_ | 480VAC 47K8657 888.48 @ FAZ-C10/2-RT 2 10A 48v 240VAC_ | 58M6120 | 130.31 
@ FDB3150 3 150A 250VDC 600VAC 50K6983__| 3466.18 @ FAZ-C30/2-RT 2 30A 48v 240VAC 58M6186 142.65 
@ £D3200 3 200A 125VDC 240VAC 50K4084 906.34 @ FAZ-C10/3-RT 3 10A 48V 240VAC 58M6121 203.82 
Price Each @ FAZ-C15/3-RT 3 15A 48v 240VAC 58M6139 204.82 
Mfg. Part No. Description Gunite, | Ree | @ FAZ-C25/3-RT 3 25A 48V 240VAC 58M6171 200.33 
@ F1S04C Flange Flex Shaft, F Frame 47K8272__| 918.41 BEAZOMIERT, : ae 46V | 240VAC [RISEME220IN Eads 
@ GHMVD12B Rotary Handle Mechanism, G Frame 47K8724 195.71 
@ HM1R12 Rotary Handle Mechanism, Series C, F Frame 47K9905 226.19 
PIM 05e8 > CONTINUED > 


744 = Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


MOELLER UL 1077 DIN RAIL SUPPLEMENTARY PROTECTORS (CONT.) 


CIRCUIT-BREAKERS 
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MULTI-9 C60N UL 1077 SUPPLEMENTARY PROTECTORS (CONT.) 


Voltage Voltage Price Each Voltage Voltage Price Each 
No. of Current Rating Rating No. of Current Rating Rating 
Mfg. Part No. Poles Rating VDC VAC Stock No. i+ Mfg. Part No. Poles Rating VDC VAC Stock No. 1-5+ 
DIN Rail, Ring Tongue Terminals, Option For Single Packaging DIN Rail, B Curve 
@ FAZ-C2/1-RT-SP 1 2A 48Vv 240VAC 58M6149 65.50 @ MG17406 1 15A 60VDC 240VAC 16B1242 = 
@ FAZ-C3/1-RT-SP 1 3A 48v 240VAC 58M6175 71.42 DIN Rail, C Curve 
@ FAZ-C8/1-RT-SP 1 8A 48 240VAC 58M6253 62.99 @ MG24425 1 1A 60VDC 240VAC 42M2331 = 
@ FAZ-C10/1-RT-SP 1 10A 48Vv 240VAC 58M6117 67.23 @ MG24426 1 2A 60VDC 240VAC 96F2008 — 
@ FAZ-C13/1-RT-SP 1 13A 48v 240VAC 58M6127 75.45 @ MG24430 1 6A 60VDC 240VAC 96F2011 — 
Price Each @ MG24432 1 10A 60VDC 240VAC 96F2013 == 
Mfg. Part No. Description StockNo.|  1-1-4+ @ MG24448 2 8A 125VDC. 480VAC 96F2020 = 
@ FAZ-XAA-C-110-415VAC | Shunt Trip, Allows Remote Trip of WMZS (110-415] 55M7996 | 62.24 @ mG24452 2 20A 125VDC_|_480VAC 29M8579 om 
VAC /110-230 VDC) @ MG17449 2 60A 125VDC 480VAC 16B1279 2 
@ FAZ-XAA-C-12-110VAC | Shunt Trip, Allows Remote Trip of WMZS (12-110| 58M6526 | 64.22 @ MG24464 3 6A = 480VAC 96F2027 Emr 
VAC 112-60 VDC) @ MG24466 3 10A a 480VAC 96F2029 — 
eet @ MG17469 3 GOA ts 4g0vac | 1651293 = 
DIN Rail, D Curve 
MULTI-9™ C60N UL489 MINIATURE CIRCUIT Schn eid er @ MG24506 1 10A 60VDC 240VAC 29M8591 = 
BREAKERS & Electric @ MG24520 2 6A 125VDC 480VAC 29M8594 = 
@ MG17456 2 15A 125VDC 480VAC 16B1284 = 
1 VN @ MG24525 2 20A 125VDC 480VAC 32M7192 = 
ag oa) @ @ MG24538 3 10A jes 480VAC 16B1472 = 
ca | @ MG24541 3 20A e 480VAC 16B1475 — 
eo 
@ MG17474 3 60A wad 480VAC 16B1298 = 
J Price Each 
ae Ss Mfg. Part No. Description Stock No. 1-1-24+ 
Bat 2) ' 2). a) @ MG27047 Multi 9 Door Interlock Handle 1707956 191.17 
aww @ MG26985 Multi 9 Mounting Kit 16B1514 23.27 
3-Pole @ MG27046 Multi 9 Rotary Handle 1707955 153.64 
@ 1-2-3 Pole Configurations @ DC Rating 10KA @ 60VDC (1P) and 125VDC (2P) @ MG26928 Supplementary Protector Alarm Switch 96F2031 = 
© Small Size: Less Than 3/4” Per Pole (0.71”) © Common Tripping of All Poles BIM:78549 
@ Interrupt Rating 10KA @ 120VAC (1P), 240VAC (2. @ Padlock Attachment in the “Off” Position Only = 
or 3P); SKAC @ 240VAC (1P) 
This series is a UL 489 version of the C60N family of DIN mount circuit protectors. Meets global applications and Load Centres / Distribution Boards / Consumer Units 
code requirements including UL, IEC and CSA. CE compliant. Features C trip curve for typical loads; magnetic - 
release operates between 7 and 10 times ampere rating. Box lug terminals. D. Curve (10-14 times handle rating) Branch Price Each 
and a variety of accessories also available; go online or call. Mfg. Part No. Circuits Height Width Depth Stock No. 1-24+ 
Voltage Voltage Price Each Q02L30S Zz 170.688mm 96.774mm 76.2mm 3909513 43.85 
No.of | Current Rating Rating Q0612L100S 12 | 238.252mm | 123.952mm | 101.6mm | 8004454 58.47 
qe No. Poles el voc vac ae sa Q0612L100DS 12 319.278mm | 225.552mm | 96.52mm | 8004443 | 106.19 
60101 1 1A 6ovDC | 120VAC | 30C9349 = conten - —--— — —— —— nena = 
as ; ZA ea atl cecal = ue 16 aia 261 95 a oe 8004007 — 
© 60120 1 2A 125V 240V 30C8533 = a — wenn] Seem = 
60104 1 3A govoc | 120vAC | 30C9352 = PINES ane 
@ 60121 1 3A 125V 240V 3008534 = 
e105 1 m sovDe | ~tz0vac | 309353 = POWERPACT B-FRAME CIRCUIT BREAKERS SQUARE fr] 
60106 1 5A 60VDC 120VAC 3009354 = ; 
by Schneider Electric 
60107 1 6A 60VDC 120VAC 3009355 = 
60109 1 8A 60VDC 120VAC 3009357 = 
60110 1 10A 60VDC 240V 3009358 ae 
60112 1 15A 60VDC 120VAC 3009360 es 
60113 1 20A 60VDC 120VAC 3009361 Bes 
60115 1 30A 60VDC 120VAC 3009363 = 
60138 2 3A 125VDC 240VAC 3009369 276.10 
@ 60155 2 3A 125V 240V 3008551 = 
@ 60140 2 5A 125VDC 240VAC 3009371 = us 
@ 60144 2 10A 125VDC 240VAC 3069375 = @ Available in 1, 2 and 3 pole unit mount construction power distribution connectors, busbar connectors, 
60146 2 15A 125VDC 240VAC 3009377 = & 1, 2, and 3-pole |-Line construction terminal spreaders, and terminal shields 
60147 2 20A 125VDC 240VAC 3009378 = @ Economical fixed thermal magnetic trip units from  @ Broad offering of operating mechanisms designed 
15A to 125A up to 600Y/347Vac to be used as the main panel disconnect for control 
60148 2 25A 126vDC 240VAC 3009379 274.72 @ Interrupting ratings include D-18kA at 480Vac panel applications 
60149 2 30A 125VDC 240VAC 3009380 — © Unit mount construction includes integrated DIN Applications 
BRieaaoe rail and traditional back pan mounting capability @ Industrial control panels 
= © Awide range of field-installable accessories for ® Commercial OEM 
more flexibility and less inventory © Electrical distribution equipment 
e © Modular, easy to install, terminal options include ® Commercial buildings 
MULTI-9 C60N UL 1077 SUPPLEMENTARY Schneider patented EverLink lugs with or without control wire  @ Industrial buildings 
PROTECTORS & E | tri terminals, mechanical lugs, compression lugs, 
@ Intended for use within equipment where branch circuit ectric Voltage Price Each 
protection is already provided or not needed GeRire ae No. of Current Rating —————— 
iy ompliant 
. Readme list acti for UL 1077 and UL 489A for Avallable Mfg. Part No. Poles Rating VAC Stock No. 1-9+ 
© Suitable for reverse feeding @) DIN Rail, Panel, DIN Rail, EverLink™ Connectors 
© 10K AIR @ 120/240VAC; 5K AIR @ 480Y/277 BDL26015 2 15A 240V 16AC8950 731.15 
Magnetic release operates between 7 and 10 times rating. BDL26020 2 20A 240V 146AC8952 792.56 
BDL26025 2 25A 240V 16AC8954 792.56 
BDL26030 2 30A 240V 16AC8956 792.56 
BDL26040 2 40A 240V 16AC8960 731.15 
BDL26050 2 50A 240V 16AC8964 731.15 
BDL26060 2 60A 240V 16AC8966 792.56 


> CONTINUED > 


1.800.463.9275 © newark.com 


> CONTINUED > 


elementiu 745 


CIRCUIT-BREAKERS @ Indicates RoHS Compliant 4] Find Datasheets Online 
THERMAL/MAGNETIC CIRCUIT-BREAKERS 


POWERPACT B-FRAME CIRCUIT BREAKERS (CONT. QO / QOB SERIES CIRCUIT-BREAKERS AND LOAD FTSRPST=SE 5)" 
Voltage Price Each CENTERS 
No. of Current Rating = by Schneider Electric 
Mfg. Part No. Poles Rating VAC Stock No. 1-9+ 
DIN Rail, Panel, DIN Rail, EverLink™ Connectors 
BDL26080 2 80A 240V 16AC8970 967.67 
BDL26100 2 100A 240V 16AC8974 861.97 : 
BDL36015 3 15A 240V 16AC8980 817.54 
BDL36020 3 20A 240V 16AC8982 990.96 
BDL36025 3 25A 240V 16AC8984 919.00 2-Pole Branch Circuit-Breaker 1-Pole Ground Fault 2-Pole Ground Fault 8 Space Load Center w/ Door 
BDL36030 3 30A 240V 46AC8986 821.58 ae Interrupter as ieee a ' aes 
oad Centers: © Single captive interior mounting screw can't be los 
BDL36035 3 35A 2A0V 1GACE988 709:98 ® Single phase @ Easy to mount and remove interior 
BDL36040 3 40A 240V 16AC8990 821.58 © 30 to 100A, 2 to 20 circuits © Split branch neutral with up to 50% more termina- 
BDL36045 3 45A 240V 46AC8992 826.59 ®@ Indoor version tions than UL requirement for simplified wiring and 
= © Shielded copper bus with electro tin plated copper reduced clutter 
BDL36050 3 SOA 240V 16AC8994 990.96 bus bars sandwiched between two polymer shields @ Designed to rotate 180° to accommodate top or 
BDL36060 3 60A 240V 16AC8996 990.96 to insulate and secure the interior bottom service entrance feed 
BDL36070 3 70A 240V 46AC8998 1097.21 e Reduced installation time: straight-in mains wiring © Combination slot/square-drive neutral, ground, 
and uniform termination lugs minimize service and cover screw to accommodate flat blade and 
BDL36080 3 80A 240V 16AC9000 988.45 cable bends square-head screwdrivers 
BDL36090 3 90A 240V 16AC9002 1008.96 © Convertible mains for fast field conversion between @ Three ground bar mounting locations (left, right, 
3 100A 240V 16AC9004 main breaker and main lugs and end) for easy wiring 
BDL36100 993.31 @ Standard 22,000/10,000 A series short circuit @ “-S” suffix in mfg. part no. indicates surface 
BDL36125 3 125A 240V 16AC9008 1489.05 current rating on main breaker load centers mount cover included 
DIN Rail, Panel, I-Line, Mechanical Lugs Standard thermal-magnetic QO circuit breakers are Listed to UL489 and provide overload and short circuit 
BDA260201 2 20A 240V 16AC8891 789.69 protection for conductors. The QO thermal-magnetic circuit breakers are for general use in protecting branch 
circuit in residential and commercial applications. Use QO arc fault circuit interrupter circuit breakers that have 
BDA260301 2 on 240V ECE 189;69 been Listed to UL1699 in order to provide arc fault circuit protection for the entire branch circuit in accordance 
BDA261002 2 100A 240V 16AC8902 956.63 with the installation requirements in National Electrical Code Section 210.12. Thermal-magnetic circuit breakers 
BDA36015 3 415A 240V 16AC8920 987.89 are not designed, Listed, or intended to provide protection against low level hazardous arcing conditions in 
branch circuit wiring. All grounding kits are supplied with mounting screws, necessary installation instructions, 
BDA36020 3 20A 240V 16AC8924 987.89 and a self-adhesive 
BDA36030 3 30A 240V 16AC8923 992.77 label. Field-installable in all load centers. Same wire size as terminals. Suitable for copper or aluminum wire. 
BDA36040 3 40A 240V 16AC8925 987.89 Voltage Voltage Price Each 
BDA36050 3 50A 240V 16AC8927 987.89 No. of Current Rating Rating 
BDA36060 3 60A 240V 16AC8928 1032.36 Mfg. Part No. Poles Rating VDC VAC Stock No. 1+ 
BDA36070 3 70A 240V 16AC8929 1195.79 Bolt On 
BDA36080 3 80A 240V 16AC8930 | 1195.79 QOB115 L 15h “ 240VAC [RISE 52.94 
BDA36090 3 90A 240V 16Ac8931__ | 1195.79 08120 ! cals ~ 2ADVAG _|EROZESO0S/aes ATE Z) 
BDA36100 3 100A 240V 16AC8932 1254.26 e Q08230 2 30A a 240VAC 16B1841 113.27 
BDA36125 3 125A 240V 16AC8934 1711.10 ul , _ Tape cae RUGaETa 
DIN Rail, Panel, |-Line, Single Phase, EverLink™ Connectors QOT1515 a6 
—“Bplieois ~=SCO*=<‘id!:*~<t<‘<i~S*‘<i‘i*dt*é‘i‘tCSAS!SC*”YSC*«‘i OV C*dY?S~COStC@AC8935—~|~ 309.67 | QO0T2020 1 20A 48VDC 240VAC 8003876 42.46 
DIN Rail, Panel, I-Line, Single Phase, Mechanical Lugs Plug On 
BDA160201 1 0A 240V T6AC8861 356.30 Q0110 1 10A 48VDC 240VAC 3005814 40.18 
BDA160301 7 30A 240V T6AC8863 356.30 Q0115 1 15A 48VDC 240VAC 71M0300 21.70 
BDA160601 1 60A 240V 16AC8868 | 356.30 Q0120GFI L 20A ABVDC__|_120VAC__ (RSOCEO TS Rate 
BDA161001 7 100A 240V 16AC8872 418.75 Q0120 1 20A 48VDC 240VAC 03C3032 20.70 
BDA161251 1 125A 240V 16AC8874 = Q0125 u 25h. = 2H0VAC | RRBOGAD ESE eolo2 
Q0130 1 30A is 240VAC 71M0301 25.50 
7 fice |Eschy Q0140 1 40A 4evoc | 240vAc |  80C4117 25.69 
Mfg. Part No. ____ Description SLOckINOTs anit Q0220 2 20A devoc | 240vac | 710302 45.32 
LV426950 Auxiliary Contact, Standard OF or SD 16AC9416 263.15 Q0220GFI 2 0A 748vDC ZA0VAC 3004213 21040 
9422CSB30 Cable Assembly, NEMA 9422, 36 17AC1591 403.55 Q0230 7) 30A 48VDC DA0VAC 71M0303 Wa 
poe Pomedion sii0e ATACSS39)5 |EBIGoHS) Q0250 2 50A aevoc | 240VAC | tecte9e | 45.32 
PDC6BD6 Connector, 6 Hole 17AC4940 183.87 Q0260 2 60A 48VDC 240VAC 8004286 45.32 
LV426963 Connector, Compression Lug/Busbar, : Pole 17AC4936 425.87 Q0270 2 70A 48VDC D40VAC 3004295 712.89 
LV426973 Connector, EverLink Lug, Control Wire Terminal, 2 Pole 17AC4937 72.64 Q0330 3 30A Zz 240VAC 7802999 233.47 
LV426974 Connector, EverLink Lug, Control Wire Terminal, 3 Pole 17AC4938 109.11 = 
LV426930 Handle, Direct, Black 16AC9406 197.08 -_ | Price Each 
iv426931 Handle, Direct, Red, Yellow Bezel 16AC9407 | 205.19 Mfg. Part No. Description SHOCKING as |MISIZAS 
9421LB1 Handle, Door Mounted, 6” 47AC1580 | 239.62 QOGsUS nS RSP aoe Baa 
LV426933 Handle, Door Mounted, Red, Yellow Bezel, IP54 16ace4o9 | 310.23 pobre sel SZ 
va26908 Lock, Hine, Fixed. Off 17AC4935 108.11 Q0C20U100S Cover w/Door for Q0120M100 8003704 36.26 
iv426907 Lock, Hine, Fixed, Of/0n 77Ac4934 | 64.08 BEKIZCTA Ground Bar Kit, 12 Spaces SELES eS 
[v426037 Shaft Operator, Door Mounted, Open Door 16AC9413 | 132.50 @ PKISGTA oe ~ --— a aoe 
[v426843 Shunt Trip, 110V to 130VAC 16AC9391 | 629.18 SPKIGTAL — = : - a —- Heil 
1v426844 Shunt Trip, 208V to 240VAC 16AC9392 | 626,09 SEKCIA round Ber Nit, 4 Spaces 17.19 
va26eat Shunt Trip, 24VAC 16AC9389 | 626.09 SEKICTA Ground Bar '7 Spaces SIRI etO2 
v426842 Shunt Trip, 48VAC 16AC9390 | 626.09 SEGA Ground Bar Kit Sspaces SIRI ass 
v426803 Undervoltage Release, 110V to 130VAC 16AC9375 | 626.09 QOSAMK Load Genter Surge Arrester Mounting Kit EOS 17.40 
LV426804 Undervoltage Release, 208V to 240VAC 16AC9376 a PIM_105262 
LV426801 Undervoltage Release, 24VAC 16AC9373 626.09 
LV426802 Undervoltage Release, 48VAC 16AC9374 628.29 
PIM_5721378 
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THERMAL-MAGNETIC MINIATURE CIRCUIT “THERMAL MAGNETIC CIRCUIT BREAKERS (CONT.) 
BREAKERS Voltage Voltage Price Each 
© Mounting feet (included) allow surface or flush by Schneider Electric No. of Current Rating Rating —ia 
F ee ne be ae — Geiinp ir Mfg. Part No. Poles Rating vbc VAC Stock No. i+ 
with red nen indicator y Available DIN Rail, H Frame, Type D, Fig. 1 
© UL489 listed for branch circuit protection; NEMA @ HDL26015 2 15A 250VDC 600VAC 20K0019 1014.04 
e tee Pr ntaae i yh and 2-pole; la 2 a a _ ualle ia 
240VAC, 10kA for 3-pole J @ HDL26025 2 25A 250VDC 600VAC 20K0021 1010.34 
@ Also 48VDC 5 kAAIR @ HDL26030 2 30A 250VDC 600VAC 20K0022 1032.32 
© ULlisted as HACR type - 15 - 70A @ HDL26040 2 40A 250VDC_ | 600VAC 20K0024 988.92 
ee eee @ HDL26050 2 50d | 250vDc | e00vAC | 20K0025 | 1014.04 
© Reversible line and load lugs for front or rear wiring @ HDL26060 2 60A 250VDC 600VAC 20K0026 1010.34 
@ Single handle with internal common trip (multiple poles) @ HDL26070 2 70A 250VDC 600VAC 20K0027 1233.30 
Racin teed clceanutiies eveletis, qncliodedal © HDL.26080 2 soa | 2sovoc_{ soovac | 20k0028 | 1238.30 
Voltage Voltage @ HDL26100 2 100A 250VDC 600VAC 20K0029 1233.30 
No.of | Current Rating Rating ——I @ HDL26125 2 125A 250VDC | 600VAC 20K0030 | 2406.19 
Mfg. Part No. Poles Rating VDC VAC Stock No. 1+ @ HDL26150 2 150A 250VDC 600VAC 20K0031 2416.58 
Bolt On DIN Rail, H Frame, Type D, Fig. 2 
@ Q0B120VH 1 20A am 240VAC 16B1785 79.41 @ HDL36015 3 15A 250VDC 600VAC 20K0032 1243.25 
@ Q0B130 1 30A “ 240VAC 16B1793 46.54 @ HDL36020 3 20A 250VDC | 600VAC 20K0033_ | 1269.69 
@ Q0B320 3 20A “ 240VAC 16B1887 349.76 @ HDL36025 3 25A 250VDC 600VAC 20K0034 | 1241.94 
@ Q0B3100 3 100A aa 240VAC 1707979 533.19 @ HDL36030 3 30A 250VDC 600VAC 20K0035 1263.60 
DIN Rail @ HDL36035 3 35A 250VDC 600VAC 20K0036 1263.44 
QOU110 1 10A os 240VAC 90B9266 48.33 @ HDL36040 3 40A 250VDC 600VAC 20K0037 1257.41 
QOU115 1 15A “ 240VAC 90B2458 46.02 @ HDL36045 3 45A 250VDC 600VAC 20K0038 | 1263.44 
@ QOU120 1 20A as 240VAC 16B1975 48.33 @ HDL36050 3 50A 250VDC 600VAC 20K0039 1150.15 
QOU125 1 25A “ 240VAC 16B1981 45.22 @ HDL36060 3 60A 250VDC_ | 600VAC 20K0040 | 1263.60 
@ Q0U130 1 30A 48VDC 240VAC 11R7906 Aged. @ HDL36070 3 70A 250VDC 600VAC 20K0041 4549.76 
@ Q0U140 1 40A 48VDC 240VAC 14R4374 43.01 @ HDL36080 3 80A 250VDC 600VAC 20K0042 1523.58 
QOU150 1 50A 48VDC 240VAC 16B2001 42.85 @ HDL36090 3 90A 250VDC 600VAC 20K0043 1627.07 
QOU160 1 60A 48VDC 240VAC 16B2004 46.51 @ HDL36100 3 100A 250VDC 600VAC 20K0044 1548.57 
QOU180 1 80A 60VDC 240VAC 16B2011 177.69 @ HDL36125 3 125A 250VDC 600VAC 20K0046 2930.52 
@ QO0U210 2 10A 48VDC 240VAC 11R7907 96.83 @ HDL36150 3 150A 250VDC 600VAC 20K0048 1933.43 
@ QOU215 2 15A 48VDC 240VAC 16B2017 97.89 DIN Rail, H Frame, Type G, Fig. 4 
Q0U220 2 20A 48VDC 240VAC 16B2023 103.48 @ HGL26015 2 15A 250VDC_ | 600VAC 20K0118 | 1395.18 
@ Q0U230 2 30A 48VDC 240VAC 11R7908 94.46 @ HGL26020 2 20A 250VDC 600VAC 20K0119 4395.18 
Q0U240 2 40A 48VDC 240VAC 16B2038 94.46 @ HGL26025 2 25A 250VDC_| 600VAC 20K0120 | 1395.18 
QOU245 2 45A 48VDC 240VAC 16B2042 104.34 @ HGL26030 2 30A 250VDC | 600VAC 20K0121 «| 4335.11 
@ QOU250 2 50A 48VDC 240VAC 11R7909 94.46 @ HGL26040 2 40A 250VDC 600VAC 20K0123 1395.18 
Qo0Uu260 2 60A 48VDC 240VAC 16B2050 100.69 @ HGL26050 2 50A 250VDC 600VAC 20K0125 | 1395.18 
@ Q0U360 3 80A 48VDC 240VAC 16B2102 327.14 @ HGL26060 2 60A 250VDC_ | 600VAC 20K0126 | 1395.18 
DIN Rail, Requires High Ampere Accessories @ HGL26070 2 70A 250VDC 600VAC 20K0127 1645.82 
QOU1100 l 100A 60VDC 240VAC 16B1969 245.60 @ HGL26080 2 80A 250VDC 600VAC 20K0128 1645.82 
QOU2100 2 100A 60VDC 240VAC 16B2015 283.63 @ HGL26100 2 100A 250VDC 600VAC 20K0130 1645.82 
QOU3100 3 100A 60VDC 240VAC 16B2073 490.34 @ HGL26125 2 125A 250VDC | 600VAC 20K0132 | 3363.15 
Price Each @ HGL26150 2 150A 250vDC | 600vAC | 20K0133 | 3363.15 
Mfg. Part No. Description StockNo. | 1+ DIN Rail, H Frame, Type G, Fig. 2 
QOUHFSC1 Finger Safe Cover, Single Pole, High Ampere 8003881 3.70 @ HGL36015 3 15A 250VDC 600VAC 20K0136 1641.47 
PIM_72421 @ HGL36020 3 20A 250VDC 600VAC 20K0137 1641.47 
CE @ HGL36025 3 25A 250VDC 600VAC 20K0138 1641.47 
™ @ HGL36030 3 30A 250VDC 600VAC 20K0139 1641.47 
THERMAL MAGNETIC CIRCUIT:BREAKERS @ HGL36035 3 35A 250VDC | 600VAC 20K0140 | 4641.47 
by Schneider Electric @ HGL36040 3 40A 250VDC 600VAC 20K0141 1648.20 
@ HGL36045 3 45 250VDC | 600VAC 20K0142 | 4641.47 
@ HGL36050 3 50A 250VDC 600VAC 20K0143 1641.47 
@ HGL36060 3 60A 250VDC 600VAC 20K0144 1641.47 
@ HGL36070 3 70A 250VDC 600VAC 20K0145 1810.21 
@ HGL36080 3 80A 250VDC 600VAC 20K0146 1870.13 
@ HGL36090 3 90A 250VDC 600VAC 20K0147 1870.13 
Fig. 1 Fig. 2 Fig. 3 Fig. 4 @ HGL36100 3 100A 250VDC 600VAC 20K0148 1879.34 
: bh se er sae 7 as art button sigiscai @ HGL36125 3 125A 250VDC | 600VAC 20K0150 | 3956.85 
e Dual break rotating contacts reduce the amount of avalkibie aa ERAN eetaN e @ HGL36150 3 150A 250VDC 800VAC 20K0151 3994.22 
peak current during a short circuit fault © Dimensions (H x D): 163 x 87 mm DIN Rail, J Frame, Automatic Switches, Type G 
© Reduced let-through currents © Width: 70 mm (2-pole), 105 mm (3-pole) @ JGL36000825 3 250A 250VDC 600VAC 20K0860 2682.07 
foramen stir edusae pon coud opucd a bene snc ot DAR JFrame, pe DF 
a80VAC SOOVAG eons alls @ JDL26175 2 175A 250VDC 600VAC 20K0826 2525.78 
qe uae as - @ JDL26200 2 200A 250VDC 600VAC 20K0827 2483.86 
as “ @ JDL26225 2 225A 250VDC 600VAC 20K0828 2525.78 
Voltage Voltage Price Each @ JDL26250 2 250A 250VDC 600VAC 20K0829 | 3469.88 
Mfg. Part No. Poles alin, oc, | vac, ene 4+ DIN Rail, J Frame, Type D, Fig. 3 
DIN Rail, H Frame, Automatic Switches, Type G © JDL36150 3 150A 250VDC S00VAC 20K0830 3169.12 
@ HGL36000815 3 150A 250VDC 600VAC 20K0134 2191.29 @ JDL36175 3 175A 250VDC 600VAC 20K0831 3119.52 
@ JDL36200 3 200A 250VDC 600VAC 20K0832 2090.83 
@ JDL36225 3 225A 250VDC 600VAC 20K0833 1914.82 
@ JDL36250 3 250A 250VDC 600VAC 20K0834 2362.05 
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THERMAL/MAGNETIC CIRCUIT-BREAKERS 


THERMAL MAGNETIC CIRCUIT BREAKERS (CONT.) BR & SU SERIES CIRCUIT BREAKERS & Weidmiiller % 


Voltage Voltage Price Each SUPPLEMENTARY PROTECTORS 
No. of Current Rating Rating aa 
Mfg. Part No. Poles Rating VDC VAC Stock No. 1+ 
DIN Rail, J Frame, Type G, Fig. 2 
@ JGL26150 2 150A 250VDC 600VAC 20K0855 3531.33 
@ JGL26175 2 175A 250VDC 600VAC 20K0856 3531.33 
@ JGL26200 2 200A 250VDC 600VAC 20K0857 3531.33 
@ JGL26225 2 225A 250VDC 600VAC 20K0858 3531.33 
@ JGL26250 2 250A 250VDC 600VAC 20K0859 4673.63 
DIN Rail, J Frame, Type G, Fig. 3 
@ JGL36150 3 150A 250VDC 600VAC 20K0862 4154.72 BR Series, 1-Pole SU Series, 2-Pole 
@ JGL36175 3 175A 250VDC 600VAC 20K0863 4154.72 Compared to traditional fuse installation, the UL489/CSA C22.2 No.5-02, UL1077/CSA C22.2 No.235 compliant 
@ JGL36200 3 200A 250VDC 600VAC 20K0864 4383.50 circuit breakers listed here assist with the complex task of selecting correct types and characteristics and offer 
a less bulky installation solution. The range of miniature, molded-case circuit breakers, in combination with 
@ JGL36225 3 225A 250VDC BO0VAC 20K0865 4175.19 accessories for factory or on-site installation, offer enhanced control and monitoring capabilities. Installation 
@ JGL36250 3 250A 250VDC 600VAC 20K0866 5498.23 kits include all parts and instructions to make the on-site job easy. UL489/CSA C22.2 No.5-02 and UL1077/ 
CSA C22.2 No.235 compliant 1, 2 and 3-pole-type circuit breakers from 0.5 to 60A and with type C and D 
Price Each characteristics. Attachments such as neutral switches, auxiliary contacts and shunt trips are also available for 
Mfg. Part No. Description Stock No. 1+ this system. All accessories for modern busbar installations are available in compliance with the relevant UL 
@ §29450 Auxiliary Switch 20K3721 | 246.94 standards. 
$29305 DIN Rail Mounting Bracket 64M3061 162.44 Voltage Price Each 
@ AL175JD Mechanical Lug, 150-175A, 4-4/0AWG 74R1159 | 117.89 Mig. Part No. ene enh ae Ginetta any 
CU1SOHD Mechanical Lug, 15-150A, 14-2/0AWG a) || 1.065 DIN Rail, UL1077/CSA C22.2 No.235 Supplementary Protectors, Type C 
AL150HD Mechanical Lug, 15-150A, 14-3/0AWG 74R1158 78.24 @ SUICO5AC 1 500mA 4B0VAC 27X7376 = 
@ AL250JD Mechanical Lug, 200-250A, #3/0-350 kcmil 74R1160 155.74 @ SUICIAC 1 1A AB0VAC 27X7377 = 
CU250JD Mechanical Lug, 200-250A, 1/0AWG-300 kcmil 74R1162 309.97 @ SUIC2AC 1 2A AB0VAC 27X7380 = 
$37422 Padlock Attachment 72K0931 111.32 @ SUIC5AC 4 5A 480VAC 27X7383 =e, 
$29369 Rotary Handle Interlock 64M3062 412.53 @ SUIC10AC 4 140A 480VAC 27X7378 = 
@ $29338 Rotary Operating Handle, Extended Door Mount (Black) 13M3027 392.14 @ SUIC15AC 1 15A 480VAC 27X7379 = 
@ $29340 Rotary Operating Handle, Extended Door Mount (Red) 13M3028 408.54 @ SUIC25AC 1 25A A80VAC 27X7381 = 
$29343 Rotary Operating Handle, Telescoping (Black) 34M0054 410.85 @ SU1C30AC 1 30A 480VAC 27X7382 = 
@ S29386 Shunt Trip Kit, 120VAC 20K3720 578.04 @ SU2C5AC 2 5A 480VAC 27X7386 7 
$29384 Shunt Trip Kit, 24VAC 72K0926 489.04 @ SU2C15AC 2 15A AB0VAC 27X7384 = 
$29406 Undervoltage Trip Kit, 120VAC 34M0058 558.04. @ SU2C30AC 2 30A A80VAC 27X7385 = 
@ S29408 Undervoltage Trip Kit, 380-480VAC 13M3030 = @ SU3C5AC 3 BA AB0VAC 27X7390 = 
PIM_177477 @ SU3C10AC 3 10A 480VAC 27X7387 —_ 
@ SU3C15AC 3 15A 480VAC 27X7388 = 
THERMAL-MAGNETIC CIRCUIT BREAKERS EIL.SCHURTER  esusczoac 3 20A 480VAC 27X7389 = 
© Actuation: Manual On/Off, Positive Trip ECROTHO NIE GOUBO NENTS DIN Rail, UL489/CSA C22.2 No.5-02 (Branch Rated) Circuit Breakers, Type C 
© Current/Voltage: 0.5-50A/277VAC 1 500mA 480VAC 27X7351 = 
© Short-Circuit Capacity: Up to 10,000A Geetinoiat @ BRICOSAC 
© Meets UL1077-Circuit Breakers for Equipment and Available @ BRICIAC 1 1A 480VAC 27X7352 ae 
' prada ne risnelenaal malice oer Al @ @ BR1C2AC 1 2A 480VAC 27X7354 = 
sith Puadncs Scie oe ee ea @ BRIC5AC 1 5A 480VAC 27X7356 = 
® Optional Locking Device for OFF Position @ BRIC10AC 1 10A 480VAC 27X7353 — 
UL recognized, CSA certified, VDE approved. Other rated \ @ BR1C20AC 1 20A 480VAC 69W7108 =a 
currents as well as 2-, 3- and 4-pole versions also available; @ BRIC30AC 1 30A 480VAC 27X7355 a 
po.onie oF cal y DIN Rail, UL489/CSA C22.2 No.5-02 (Branch Rated) Circuit Breakers, Type D 
Voltage Voltage Price Each @ BR1DO5AC 1 500mA 480VAC 27X7357 = 
No. of Current Rating Rating =n] @ BR1D1AC 1 1A 480VAC 27X7358 = 
Mfg. Part No. Poles Rating VDC VAC Stock No. 1-9+ @ BR1D2AC 1 2A 480VAC 23X5717 = 
DIN Rail @ BRID5SAC 1 5A 480VAC 27X7362 = 
@ AS168X-CB1G010 1 1A 65VDC 277VAC 91F6118 = @ BR1D10AC 4 410A 480VAC 23X5719 = 
@ AS168X-CB1G020 1 2A 65VDC 277VAC 84K0183 eas @ BR1D15AC 4 15A 480VAC 23X5721 = 
@ AS168X-CB1G030 1 3A 65VDC 277VAC 91F6120 — @ BR1D20AC 1 20A 480VAC 27X7359 a9 
@ AS168X-CB1G040 1 4A 65VDC. 277VAC 91F6121 ea5 @ BR1D30AC 4 30A 480VAC 27X7360 = 
@ AS168X-CB1G050 | 5A 65VDC. 277VAC 84K0184 = @ BR1D40AC 4 40A 240VAC 27X7361 =a 
@ AS168X-CB1G100 | 10A 65VDC. 277VAC 85K8030 = @ BR1D50AC 4 50A 240VAC 27X7363 ee 
@ AS168X-CB1G120 i 12A 65VDC. 277VAC 91F6124 aa @ BR2D10AC 2 40A 480VAC 27X7364 55.87 
@ AS168X-CB1G150 1 15A 65VDC. 277VAC 84K0185 = @ BR2D15AC 2 15A 480VAC 27X7365 aS 
@ AS168X-CB1G200 1 20A 65VDC. 277VAC 91F6126 ex @ BR2D20AC 2 20A 480VAC 27X7366 22.18 
@ AS168X-CB1G300 1 30A 65VDC. 277VAC 91F6127 eas @ BR2D30AC 2 30A 480VAC 27X7367 aa 
@ AS168X-CB2G020 2 2A 65VDC 480VAC 91F6129 = @ BR3D5AC 3 5A 480VAC 27X7374 eae 
@ AS168X-CB2G050 2 5A 65VDC. 480VAC 88K1039 = @ BR3D10AC 3 410A 480VAC 27X7368 a= 
@ AS168X-CB2G100 2 10A 65VDC. 480VAC 91F6133 = @ BR3D15AC 3 145A 480VAC 27X7369 2 
@ AS168X-CB2G120 2 12A 65VDC. 480VAC 84K0187 as @ BR3D20AC 3 20A 480VAC 27X7370 ne 
@ AS168X-CB2G150 2 15A 65VDC. 480VAC 01M6883 a @ BR3D25AC 3 5A 480VAC 27X7371 aa 
@ AS168X-CB2G200 2 20A 65VDC 480VAC 91F6136 = @ BR3D30AC 3 30A 480VAC 27X7372 = 
@ AS168X-CB2G300 2 30A 65VDC | 480VAC | 91F6137 = @ BR3D40AC 3 40A 240VAC 27X7373 = 
@ AS168X-CB3G100 3 10A 65VDC 480VAC 84K0191 ae @ BR3D50AC 3 50A 240VAC 27X7375 as 
@ AS168X-CB3G150 3 15A 65VDC 480VAC 91F6145 = Price Each 
@ AS168X-CB3G300 3 30A 65VDC 480VAC 91F6147 = Mfg, Part No. Description StockNow) lmEt=igE 
PIM_47878 @ BAU11 Auxiliary Contact, NO + 1NC 27X7391 = 
@ SAU11 Auxiliary Contact, Supplementary, 1NO + 1NC 27X7397 10.48 
@ BB112 Busbar, Single Phase, 12 Pole 27X7392 as 
@ BB312 Busbar, Three Phase, 12 Pole 27X7394 22.94 
@ BB212 Busbar, Two Phase, 12 Pole 27X7393 18.53 
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CIRCUIT-BREAKERS 


BREAKERS 


BR & SU SERIES CIRCUIT BREAKERS & SUPPLEMENTARY PROTECTORS SNAPAK® MAGNETIC AL Geptinpiat AIRPAX 
(CONT.) CIRCUIT BREAKERS @ naive AN al 
Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ y & 

@ MS34 Mounting Screw 27X7396 —= 

@ BPF35 Power Feed Lug 69W7343 = 

@ BTPC100 Touch Protection Cap 27X7395 1.66 LB» 

TPC Touch Protection Cap 414457 61.89 Racker Push Rexel 

PIM_212191 Toggle Push/Pull 
SNAPAK® offers power switching and accurate, reliable circuit protection in a single snap-acting magnetic circuit 
breaker. SNAPAK® combines the functions of three separate components: power switch, fuse, and fuseholder 

THERMAL-MAGNETIC CIRCUIT-BREAKERS — Weidmiiller ss that allows for less assembly, lower inventory, and greater panel density through less clutter. SNAPAK® can be 


SUPPLEMENTAL operated at either DC or 50/60Hz. Voltages on units up to 7.5A are up to 50VDC/250VAC. Voltages above 7.5A 


© Versions 0.05 to 16A availabl are up to 32VDC/125VAC. All types listed are series circuit breakers with rocker action. Body color: black; handle 
© Volene 250VACiesvDR Ge timoiat color: white. Dimensions (H x W x D): 34.43 x 17.27 x 29.97 mm (1.375 x 0.680 x 1.180"). UL recognized, CSA 
; Monica 35mm DIN-rail or 32mm w/ adapter Available certified, CE compliant, VDE approved. For breakers over 20A, go online or call. 
© Tease-free design to reduce contact damage C € No. of Current Input Trip Price Each 
© Push button trip/reset function — Mfg. Part No. Poles Rating | Voltage | Time | Stock No. 1-9+ 
@ Trip free design; cannot close into a fault 
@ UL1077 recognized PushiPull 
Dimensions (H x W x D): 80 x 12.5 x 60.5 mm. Trip curves @ PP11-2-2.00A-XX-V : 2A 250 ts 0307619 = 
available online at www.newark.com. 2-pole versions, @ PP11-2-5.00A-XX-V 1 2.5A 250V 15s 47M2271 = 
jumpers and marking tags also available; go online or call. Push-to-Reset 
Voltage Voltage Price Each @ PR11-2-1.00A-XX-V 1 1A 250V 15s 0307949 = 
No. of Current Rating Rating @ PR11-2-2.00A-XX-V 1 2A 250V 15s 0307955 = 
Mfg. Fart No. Poles Rating VDC VAC Stock No. 1+ @ PR11-2-5.00A-XX-V 1 BA 250V 15s 03C7964 = 
DIN Rail @ PR11-2-10.0A-XX-V 1 10A 250V 15s | 037951 = 
a MLE L A BBVDC | _250VAC)_[RSILEZUS IREss © PR11-2-20.0AXXV 1 20a | 126v_| 16s | 0307958 = 
@ 9101503500 1 2A 65VDC 250VAC 11B216 63.24 Rocker 
@ 9101703500 1 3A 65VDC 250VAC 11B220 63.24 @Ri1-2-5.00A-BOBCV-V 1 BA 250V 15s 3409849 = 
@ 9101803500 1 5A 65VDC 250VAC 11B224 63.24 @ R11-2-10.0A-BOBCV-V 1 10A 125V 15s 3409845 on 
@ 9101903500 1 10A 65VDC 250VAC 14M6874 63.24 @ Ri1-2-20. 0A-BOBCV-V 7 0A 125V 15s 3409848 = 
@ 9102003500 1 15A 65VDC 250VAC 11B234 63.24 Toggle 
PIM_106006 @ T11-2-1.00A-01-11AL-V 1 1A 250V 15s 03C9231 = 
@ 711-2-2.00A-01-11AL-V 1 2A 250V 15s 03C9288 = 
. - g, Hy @ 111-4-2.50A-26478-1 1 2.5A 250V 15s 91B8516 = 
THERMAL MAGNETIC CIRCUIT-BREAKERS Weidmiiller eS 
SUPPLEMENTAL @ T11-4-3.00A-26478-2 1 3A 250V 15s 9489181 = 
: si ratings bees Lae ie e Gepione vik @ 711-2-5.00A-01-11AL-V 1 5A 250V 15s | 0309344 = 
® Voltage rating o} Be 
© Mounts on 35mm DIN rail 3 Available @ 711-2-10.0A-01-11AL-V 1 10A 125V 15s 03C9250 = 
© Optional auxiliary contacts C € @ 711-2-20.0A-01-11AL-V 1 20A 125V 15s 9000671 = 
@ UL 1077; CSAC 22.2 No. 235; VDE = PIM 15827 
Dimensions (H x W x D): 86 x 18 x 70 mm. Trip _ 
curves and other accessories available online. U 
MAGNETIC CIRCUIT BREAKERS 
sf L\ {\ 
\ RoHS 
4 Ose 
Available 
1-Pole Cl 
Voltage Voltage Price Each AW @ 
No. of Current Rating Rating 
Mfg. Part No. Poles Rating VDC VAC Stock No. 1-9+ 
DIN Rail 
@ 9925410000 1 6A 50VDC 277VAC 55M3055 er 
PIM_109351 
IEG series magnetic circuit breakers provide low-cost power switching, reliable circuit protection, and accurate 
circuit control. One toggle handle per pole. AC units are 250VAC. DC units are rated up to 80VDC. Available in 
TOGGLE SWITCH MODULE 7] wi e ] a n d both DC long delay and 50/60Hz long delay. UL recognized, CSA certified, CE compliant, and VDE approved. 
aa No. of | Current Input Trip Price Each 
Ose Mfg. Part No. Poles Rating Voltage Time Stock No. 1-9+ 
Available @ IEG6-1-72-5.00-01-V 1 5A 240V 20s 04C6640 = 
@ IEG6-1-72-10.0-01-V 1 10A 240V 20s 0406637 eats 
@ IEG6-1-72-15.0-01-V 1 15A 240V 20s 9000653 = 
@ IEG6-1-72-20.0-01-V 1 20A 240V 20s 0406638 es 
@ IEG6-1-72-30.0-01-V 1 30A 240V 20s 9000654 = 
Switch module functions to turn on or off a branch circuit under load. Available in DPST circuit variation. Unit @ |EGH66-1-72-15.0-01-V 2 15A 240V 20s 9000648 _— 
is rated 8A at 125V and 4A at 250V and is designed with a universal mounting base for DIN rail assembly. @ IEGH66-1-72-20.0-01-V 2 20A 240V 20s 9000649 = 
Ideal for enclosures with restricted space and/or a hard-to-reach disconnect. Housing: polyamide 6.6. Pressure 
connector: zinc-plated and chromated steel. Current bar: tin-plated copper alloy. Color: gray. @ IEGH66-1-72-30.0-01-V 2 30A 240V 20s 90C0650 = 
Contact | Price Each @ IEGH66-1-72-50.0-01-V 2 50A 240V 20s 9000652 = 
Mfg. Part No. Current Stock No. 41-9+ PIM_69201 
DPST 
@ 34.243.0012.0 8A 74R8963 97.92 
PIM_69532 
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CIRCUIT-BREAKERS 
HYDRAULIC MAGNETIC CIRCUIT 


HYDRAULIC-MAGNETIC CIRCUIT BREAKERS 


Breaker terminals are 0.32” x 0.250" push-on type. 
Mount with #6-32 screws. Units with D3 in mfg. part no. 
are rated AC/DC and are suitable for 250V, 50/60Hz and 
65VDC. Breakers with A8 in mfg. part no. are rated at 
250V, 50/60Hz and provide high inrush withstanding for 
momentary initial surges. Operating temp. range: -40° to 
+85°C. Other current ratings available. For trip curves, go 
online or call. 


-TeN 
E-T 


Pole 
Dimensions 1-Pole (H x W x D) 2-Pole (H x W x D) 
inches 2.00 x 0.75 x 1.90 2.00 x 1.50 x 1.90 
millimeters 50.08 x 19.05 x 48.26 50.08 x 38.10 x 48.26 
No. of | Current Input Trip Price Each 

Mfg. Part No. Poles Rating Voltage | Time | Stock No. 1-9+ 
@ JA1S-D3-AB-01-D-A-5-2 1 5A 250V 18s 10M5217 44.20 
@ JA1S-D3-AB-01-D-A-10-2 1 10A 250V 18s 10M5218 34.35 
@ JA1S-D3-AB-01-D-A-15-2 1 15A 250V 18s 10M5219 41.25 
@ JA1S-D3-AB-01-D-A-20-2 1 20A 250V 18s 10M5220 83.61 
@ JA1SD3A003002E 1 30A 250V 18s 10M5223 72.58 
@ JA2S-D3-LB-01-D-A-20-3 2 20A 250V 1.9s 10M5229 | 217.83 
@ JA2S-A8-LB-01-D-A-20-10 2 20A 277V 120s 10M5225 | 156.12 


PIM_2309 


HYDRAULIC-MAGNETIC CIRCUIT BREAKERS 


E-T-N 
@ 


1-Pole 
© A8 in mfg. part no. are rated at 250V, 50/60Hz and 
provides high inrush withstanding for momentary 


@ Lightweight circuit breakers 
@ Available In 1-, 2-, and 3- pole models 


© Operating temperature range: -40°C to +85°C initial surges 
@ |tems with D3 in mfg. part no. are rated AC/DC and @ Time-delay curve 10 recommended for motor start 
are suitable for 250V, 50/60Hz and 80VDC applications 


Features knurled handle for positive grip. Electrical ratings: UL1077 listed from 0.1 to 100 amperes at 80VDC 
with 10,000 ampere interrupting capability; 0.1 to 20 amperes at 120VAC with 10,000 ampere interrupting 
capability; 0.1 to 50 amperes at 120/240VAC with 5,000 ampere interrupting capability. Units are available in 
10-32 1/4-20 and 6mm metric connecting terminal studs, as well as 10-32 screws and banana mate terminals. 
Other ampere ratings available; UL489 rated circuit breakers are also available by changing “DA” in mfg. part 


number to “DDU.” VDE approved items available; go online or call.” 
No. of | Current Input Trip Price Each 
Mfg. Part No. Poles Rating Voltage | Time | Stock No. 1-9+ 
@ AM1RD3ACO07DA153 1 15A 250V 1.9s 10M5118 65.98 
@ AM1R-A8-AC-07-D-A-15-10 1 15A 250V 120s 27C0900 | 175.84 
@ AM1R-D3-AC07D-A-20-2 1 20A 250V 18s 10M5113 45.99 
@ AM1R-D3-AC-07-D-A-25-2 1 25A 250V 18s 10M5119 68.50 
@ AM1RD3AC07DA502 1 50A 250V 18s 2704674 31.37 
@ AM2RD3LC07DA152 2 15A 250V 18s 10M5122 | 118.84 
@ AM2RD3LC07DA202 2 20A 250V 18s 10M5123_ | 115.20 
@ AM2RD3LC07DA303 2 30A 250V 1.9s 2700911 | 130.74 
@ AM2RD3LC07DA502 2 50A 250V 18s 10M5126 | 130.74 
@ AMBRD3LC07DA202 3 20A 250V 18s 10M5129 | 149.04 
PIM_2310 


PCB Fabrication & 


Assembly 


Quality U.S.-based manufacturers —as fast 
as 48-hour turnaround! 


element14.com/designcenter 
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@ Indicates RoHS Compliant 


ai Find Datasheets Online 


P&B MAGNETIC HYDRAULIC CIRCUIT BREAKERS 


(38.10) 


Available in 1-, 2-, and 3-pole models 


White toggle activator 


Trip-free construction 


e 
e 
® Operating voltage: 277VAC or 65VDC. 
e 
e 


Operating temperature: -40°C to +85°C 


UL 1500 (ignition protected) versions also available; go online or call. Toggle guards available to lock circuit 
breaker in the off position, preventing accidental operation. Long delay trip curve, single actuator/multiple pole 
and relay (remote) trip options also available; go online or call. UL recognized, CSA certified. VDE approved 
units are available; order same type number and add “V” to end. 


156 
(3.6 + 


TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


+.010 
625 + O30 


® 0.032 x 0.250” (0.81x6.35) Quick-connect 


terminals 


© For motor start applications (curve 10) 


750 + .005 | 
(18.08 .13) 


Ny 44, (30°83) 
og 1 ad 
Prep 


750 + .005 
P(is.0s's 13) 


@ UL interrupt capacity in Amps: 3500-5000 


@ #6-32 mounting screws 


No. of Current Input Trip Price Each 
Mfg. Part No. Poles Rating Voltage Time Stock No. 1-4+ 
AC High Inrush Motor Start / Long Delay 
@ W67-X2Q110-15 1 15A 277V 100s 50F9221 23.12 
@ W67-X2Q110-20 1 20A 277V 100s 17M3358 24.25 
@ W68-X2Q110-10 2 10A 277V 100s 90F1232 38.08 
@ W68-X2Q110-20 2 20A 277V 100s 90F1233 82.85 
@ W69-X2Q110-20 3 20A 277V 100s 17M3370 131.05 
Instantaneous, Line Voltage: 65VDC 
@ W67-X2Q50-5 1 5A 0.03s 17M3364 29.00 
Short Delay 
@ W67-X2Q13-1 1 1A 277V 1.5s 57F248 37.79 
@ W67-X2Q13-3 1 3A 277V 1.5s 57F250 33.41 
@ W67-X2Q13-10 1 10A 277V 1.5s 57F254 34.03 
@ W67-X2Q13-15 1 15A 277V 1.5s 17M3360 31.90 
@ W67-X2Q13-20 1 20A 277V 1.5s 17M3362 33.49 
@ W67-X2Q13-25 1 25A 277V 1.5s 18M9762 31.90 
@ W67-X2Q13-30 1 30A 277V 1.5s 17M3363 31.90 
Standard Delay 
@ W67-X2Q12-2 1 2A 277V 20s 20M7053 50.46 
@ W67-X2Q12-3 1 3A 277V 20s 56F807 34.03 
@ W67-X2Q12-5 1 5A 277V 20s 56F809 37.52 
@ W67-X2Q12-7 1 7A 277V 20s 18M9761 32.99 
@ W67-X2Q12-10 1 10A 277V 20s 56F880 36.49 
@ W67-X2Q12-15 1 15A 277V 20s 19M4742 32.15 
@ W67-X2Q12-20 1 20A 277V 20s 56F882 33.68 
@ W67-X2Q12-30 1 30A 277V 20s 18M9760 26.00 
@ W68-X2Q12-3 2 3A 277V 20s 56F888 51.50 
@ W68-X2Q12-5 2 5A 277V 20s 56F890 42.93 
@ W68-X2Q12-7 2 7A 277V 20s 17M3369 82.85 
@ W68-X2Q12-10 2 10A 277V 20s 18M9763 98.33 
@ W68-X2Q12-15 2 15A 277V 20s 20M7055 87.48 
@ W68-X2Q12-20 2 20A 277V 20s 18M9764 104.97 
@ W68-X2Q12-25 2 25A 277V 20s 56F895 87.00 
@ W68-X2Q12-30 2 30A 277V 20s 56F896 110.22 
@ W69-X2Q12-5 3 5A 277V 20s 56F993 159.26 
@ W69-X2Q12-10 3 10A 277V 20s 17M3372 90.45 
@ W69-X2Q12-15 3 15A 277V 20s 17M3373 170.56 
@ W69-X2Q12-20 3 20A 277V 20s 56F997 81.13 
@ W69-X2Q12-30 3 30A 277V 20s 56F999 90.45 
Standard Delay, Line Voltage: 65VDC 
@ W67-X2Q52-5 1 5A 20s 77B4553 30.94 
@ W67-X2Q52-10 1 10A 20s 17M3365 23.90 
@ W67-X2Q52-15 1 15A 20s 17M3366 32.02 
@ W67-X2Q52-20 1 20A 20s 17M3367 27.89 
PIM_9460 


Go online or call for non-compliant or @2ROHS Compliant products. See page 2 


CIRCUIT-BREAKERS 


HYDRAULIC MAGNETIC CIRCUIT-BREAKERS 


AC BRANCH RATED CIRCUIT BREAKERS Weidmiiller == 


RoHS 

Compliant 

Available 
®. & 


P&B STANDARD MAGNETIC HYDRAULIC Son 
CIRCUIT BREAKERS ie = TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


Single Pole 
Double Pole 
© 13mm width per pole ® 120//240 VAC, 50//60 Hz 
@ Mounts on 35mm DIN rail © 4-28 sec trip time at 200% 
Siew @ Up to 25A 
brid AC branch rated circuit breakers are UL 489 listed, CSA C22.2 no. 5-02 certified, CE compliant, and VDE 
P 
k approved. Single pole dimensions (H x W x D): 92.8 x 13 x 74mm (3.65 x 0.51 x 2.91”). Double pole dimensions 
\gel “| (H x Wx D): 92.8 x 26 x 74mm (3.65 x 1.02 x 2.91”). Bus bar and trip curves available; go online or call. 
Ee = 
mea No. of Current Input Trip Price Each 
w92 Mfg. Part No. Poles Rating Voltage Time Stock No. 1-9+ 
W9 series circuit breakers are available in 1-, 2-, and 3-pole models with ratings to 50A. Prefix W91 in mfg. 
part no. = 1-pole; W92 = 2-pole; W93 = 3-pole. Operating voltage: 277VAC or 65VDC. All units utilize a trip free 99826291000 : SO0MA uN 26s CEG 21.64 
construction. Operating temperature: -40°C to +85°C. W9 series terminates in #10-32 studs. Mount with #6-32 @ 9926251001 1 1A 120V 28s 62K2736 18.43 
screws and feature a time delay curve tailored for motor start applications (curve 10). UL interrupt capacity in @ 9926251002 1 2A 120V 28s 62K2737 24.28 
amps: 3500-5000. UL recognized, CSA certified. VDE approved units are available; order same mfg. part no. © 9926251003 1 3A 120V 28s 55M3092 24.28 
and add “V” to end . UL 1500 (ignition protected) versions also available; go online or call. - 
Price Each @ 9926251005 1 5A 240V 28s 61H7538 24.28 
No. of Current Input Trip Me ES 1 6A 120V 28 55M3094 
Mfg. Part No. Poles Rating Voltage Time Stock No. 1-4+ 99926251006 au LE 20285 
AC High Inrush Motor Start / Long Delay @ 9926251008 1 8A 240V 28s 55M3096 18.43 
@ W91-x1110-20 1 20A 277V 100s | _17M9363 24.65 eee eeeo 1010) : = = = ees ones 
© W92-X1110-20 2 20A a7 | 100s | 90F1226 | 76.45 meena 0s : at = oe 24.28 
© W92:X1110-30 2 30A QTV toos | 17M3385 | 74,81 eis92627 1020 : ~ — — -——— 24.28 
@ W93-X1110-20 3 20A 277V joos | 173395 | 126.03 © 9926252003 : ~ — ~ a 46.23 
© W93-x1110-30 3 30A 2T1V toos | 17m3396 | 126.03 2a s 2 
Short Delay @ 9926252006 2 6A 240V 28s 55M3128 = 
@ W91-X113-10 71 10A TN 15s B7F221 34.29 @ 9926252010 2 10A 240V 28s 21M4535 46.23 
@ W91-X113-15 1 15A IV 15s 17M3379 58.10 @ 9926252015 2 15A 240V 28s 21M4536 32.09 
Standard Delay : @ 9926252020 2 20A 240V 28s 21M4537 54.42 
@ W91-X112-5 1 5A 2771V 20s 56F766 18.18 Price Each 
@ W91-X112-7 1 7A 277V 20s 56F767 39.55 Mfg. Part No. Description Stock No. 1-1-4+ 
@ W91-X112-10 1 10A 271V 20s 56F768 42.19 © 67101904 Bus Bar, 1 Pole 55M2316 77.99 
@ W91-X112-15 1 15A 277V 20s 56F769 51.01 @ 67101972 Bus Bar, 2 Pole 55M2322 183.16 
@ W91-X112-20 1 20A 277V 20s 56F770 32.42 © 67101973 Bus Bar End Cap, 1 Pole 55M2323 0.87 
@ W91-X112-25 1 25A QTV 20s 17M3376 36.91 @ 67101974 Bus Bar End Cap, 2/3 Pole 55M2324 0.04 
@ W91-X112-30 1 30A 277V 20s 17M3377 42.60 PIM_103512 
@ W91-X112-40 1 40A 277V 20s 56F774 43.03 
@ W91-X112-50 1 50A 271V 20s 17M3378 43.03 DC BRANCH RATED CIRCUIT BREAKERS - -. 
© W92-x112-1 2 1A 2T1V 20s | _17M3386 | 77.22 Weidmiiller = 
@ W92-X112-3 2 3A 2771V 20s 17M3391 Wnee. § Gee singin 
@ W92-X112-5 2: 5A 277V 20s 17M3393 101.36 Available 
@ W92-X112-7 2 7A 277V 20s 56F795 74.81 ).. 
@ W92-X112-10 2 10A 2771V 20s 17M3387 104.25 
@ W92-X112-15 2 15A 2771V 20s 56F797 104.25 C € 
@ W92-X112-20 2 20A 2771V 20s 17M3389 92.71 
@ W92-X112-25 2 25A 2771V 20s 17M3390 114.96 re in Single fe e60R 
e e 
@ W92-X112-30 2 30A 2T1V 20s 17M3392. | 101.36 : single we a ane 
@ W92-X112-40 2 40A 277V 20s 56F812 69.02 © Mounts on 35mm DIN rail © 4-28 sec trip time at 200% 
@ W92-X112-50 2 50A 271V 20s 56F813 109.08 DC branch rated circuit breakers are UL 489 listed, CE compliant, and VDE approved. Single pole dimensions (H 
@ W93-X112-5 3 BA WTI 20s 56F832 126.03 x Wx D): 92.8 x 13 x 74mm (3.65 x 0.51 x 2.91”). Trip curves available; go online or call. 
@ W93-X112-10 3 10A 277V 20s 17M3397 117.40 No. of Current Trip Price Each 
@ W93-X112-15 3 15A oTIV 20s 47M3398 152.11 Mfg. Part No. Poles Rating Time Stock No. 1-9+ 
@ W93-X112-20 3 20A TTI 20s 56F836 140.84 @ 9926251900 1 500mA 28s 21M4517 25.81 
@ W93-X112-25 3 25A 277V 20s 173399 | 144.88 92026251901 ’ A = GLE Balle 
© W93-X112-30 3 30A TV 20s 56838 | 117.40 SNe INE J oh a BUNS uaz 
© W93-X112-40 3 40A oTTV 20s 56re40 | 147.37 © 2026251004 ‘ ah -_ SOMS25, 22.02 
© W93-X112-50 3 50A aTTV 20s | 17M3400_| 147.91 ei 826251005 : oe 28s 2IMaS2) 29:00 
Standard Delay, Line Voltage: 65VDC pa 1 10K 26s ALE 26.27 
@ W91-X152-10 1 10A 7 20s 17M3381 43.03 @ 9926251915 1 15A 28s 21M4522 29.59 
© W91-xX152-15 1 15A 7 20s__| _17M3382_| 43.03 Siheoe5 eel : ae -_ ZIMASZS 29.00 
@ W91-X152-20 1 20A = 20s 17M3383 53.79 @ 9926251930 1 30A 28s 21M4525 22.02 
@ W91-X152-30 1 30A at 20s 17M3384 38.01 Price Each 
@ W91-X152-40 1 40A ee 20s 13F3625 31.77 Mfg. Part No. Description Stock No. 1-1-4+ 
@ W91-X152-50 1 50A ae 20s 13F3626 31.70 @ 67101904 Bus Bar, 1 Pole 55M2316 77.99 
PIM_16427 @ 67101973 Bus Bar End Cap, 1 Pole 55M2323 0.87 
PIM_103513 
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CIRCUIT-BREAKERS 
HYDRAULIC MAGNETIC CIRCUIT-BREAKER 


GFCI MAGNETIC HYDRAULIC CIRCUIT-BREAKERS Wejdmgi 
- SUPPLEMENTAL Weidmilller = 


@ UL1077 and UL1053 recognized a 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


ECONOMY SMART ELECTRONIC CIRCUIT 
BREAKERS 
e 


Adjustable tripping current for each output channel via 


BLOCK: 


www.blockusa.com 


© 26mm width current selector switch accessible from the front 
@ Single pole plus switched neutral earth leakage @ Ability to turn-on high load capacitance at each channel 

protection C € @ Sequential and load-dependent switching-on of channels 
© Current ratings up to 50A © Comprehensive single-channel-diagnostics and remote 
@ Voltage: 240VAC switching on/off of each output channel via 2-wire-interface 
© Trip time @200%: 6-40 sec @ LED signalization and remote request for each output 
© Trip indication (mid trip handle position) channel 
© Mounts on 35mm DIN-rail © Group alarm contact for simple diagnosis 
Dimensions (H x W x D): 93 x 26 x 68.8mm (3.66 x 1.02 x 2.71”). Trip curves available online. Lockout handle 
67101913 also available; go online or call. 

No. of Current Input Trip Price Each 
Mfg. Part No. Poles Rating Voltage Time Stock No. 1-9+ Current Supply Load Price Each 
@ 9926291115 1 15A 240V 40s 77M8108 185.96 Mfg. Part No. Rating Voltage Current Stock No. 1+ 
@ 9926291125 1 25A 240V 40s 778110 183.53 DIN Rail, Direct Plug-In Terminals 
PIM_106004 PM-0724-120-0 12A 24VDC 6A 540399 128.90 
PM-0712-200-0 20A 12VDC 10A 54Y0397 136.75 

EASYB SERIES, SINGLE CHANNEL ELECTRONIC EB FS ¢ pxam sual 22 = a “ caldcce i I 
CIRCUIT BREAKERS Me PM-0748-200-0 20A 48VDC 10A 54Y0405 172.07 
© 24VDC 1 channel circuit breaker system Samara aay PM-0724-240-0 24 24VDC 6A 54v0402 150.58 
© Efficiency up to 99% PM-0712-400-0 40A 12VDC 10A 540398 159.09 
@ Multi coloured LED and status display button 
© Up to 40 fuse channels stackable side by side PM-0724-400-0 _ GAS HR AMES 16169) 
© Optionally with current limitation or thermomagnetic PM-0748-400-0 40A 48vDC 10A 540406 135.90 

characteristic : : PC-0724-480-0 48A 24VDC 6A 540394 216.75 
e ae signalling output for tripped and switched off PC-0724-800-0 70A 24VDC 10A 540395 12.91 
© Ambient temperature: -25°C to 70°C DIN Rail, Pluggable Terminals 
© Protection index IP 20 PM-0724-200-1 20A 24VDC 10A 54Y0401 = 
EB-27 Type: Electronic circuit breaker with thermomagnetic EMO red-s007 AA 200: 0h savas = 
characteristic with alarm signal forwarded for tripped and PC-0724-800-1 70A 24VDC 10A 54Y0396 273.73 
switched off channels to the connected channels. Starter version PIM_5465948 


with fuse for 24V loads. 
EB-08, EB-18 Type: Electronic circuit breaker with current-limiting characteristic and comprehensive 
communication with the connected modules. Suitable as advanced fuse for 24 V loads with option of reading 


more detailed current supply parameters and actively controlling the channels. 
Current Supply Load Price Each 
Mfg. Part No. Rating Voltage Current Stock No. i+ 
DIN Rail 
EB-2724-010-0 1A 24VDC 1A 05AC3465 44.07 
EB-1824-010-0 1A 24VDC 1A 05AC3458 64.07 
EB-2724-020-0 2A 24VDC 2A 05AC3466 42.26 
EB-1824-020-0 2A 24VDC 2A 05AC3459 64.07 
EB-2724-030-0 3A 24VDC 3A 05AC3467 42.26 
EB-1824-030-0 3A 24VDC 3A 05AC3460 64.07 
EB-1824-040-0 4A 24VDC 4A 05AC3461 64.07 
EB-2724-040-0 4A 24VDC 4A 05AC3468 41.66 
EB-2724-060-0 6A 24VDC 6A 05AC3469 42.26 
EB-1824-060-0 6A 24VDC 6A 05AC3462 64.07 
EB-2724-080-0 8A 24VDC 8A 05AC3470 44.07 
EB-1824-080-0 8A 24VDC 8A 05AC3463 64.07 
EB-0824-100-0 10A 24VDC 10A 05AC3457 leo 
EB-2724-100-0 10A 24VDC 10A 05AC3471 42.26 
EB-1824-100-0 10A 24VDC 10A 05AC3464 64.07 
Price Each 
Mfg. Part No. Description StockNo. [1+ 
EB-MODBUS-RTU Communication Module 05AC3456 85.17 
EB-COV Cover, Left Side 05AC3453 7.00 
EB-GND4 Ground Distribution Module, 4 Grounds 05AC3454 13.50 
EB-GND8 Ground Distribution Module, 8 Grounds 05AC3455 13.90 
EB-BAR41 Power Bus Bar, 41 Modules 05AC3452 7.37 
PIM_5675480 


Vendor Approved Modification 


Panel Meters and Switches designed to your specs 
Choose your own colors, text, and logo 
ISO certified lab with a Certificate of Conformance included with your order 


Email panelmeters@newark.com Call 800 859 1257 


PIM_5624798 
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UL 98 AND UL 489 NON-FUSIBLE AND FUSIBLE ROTARY 
DISCONNECTS 


gl t 


: N 
OG 
Gein “ 
Compliant 
Available 


R9C Non-Fusible 


© 3 Poles 


® High short-circuit current ratings - 200 kAIC 
© Compact version available for UL 489 and UL 98 


R9K Fusible 


© The fusible product (30A - 800A) uses double 


break contacts, completely isolating the fuse in the 
open position, providing enhanced safety 


UL 98 rotary disconnects, available in fusible and non-fusible designs, are tested and approved to the stringent 
UL98 standard. They are heavy duty products that can be used for almost any main disconnect switch 
application. UL 489 rotary disconnects are UL certified for motor load short circuit protection. The R9 series has 


a variety of direct or external handles, shafts, and accessories available; go online or call. 
No. of Price Each 
Mfg. Part No. Poles | Contact Voltage AC | Contact Current AC | Stock No. 1-4+ 
UL 489 Switch Bodies Fusible - Open, Compact 
@ R4H3030FCC 3Pole 600V 30A 4173556 393.93 
@ R4H3030FJ 3Pole 600V 30A 4173558 492.63 
UL 98 Switch Bodies Fusible - Open 
@ ROK3060FJ 3Pole 600V 60A 4173574 837.19 
@ R9K3100FJ 3Pole 600V 100A 4173575 | 1067.59 
@ R9L3200FJ 3Pole 600V 200A 4173576 | 2721.34 
@ ROM3400FJ 3Pole 600V 400A 4173577 | 3862.10 
@ RON3600FJ 3Pole 600V 600A 4173578 | 5319.57 
UL 98 Switch Bodies Non-fusible - Open, Compact 
@ R9C3030U 3Pole 600V 30A 4173566 361.69 
@ R9C3060U 3Pole 600V 60A 4173567 394.17 
@ R9C3100U 3Pole 600V 100A 4173568 461.42 
For Use Price Each 
Mfg. Part No. Type With Stock No.| 1-1-4 _ 
@ AC1NCR9 Auxiliary Contact RQ Series Disconnect Switches 4173500 91.65 
@ AC1NORQ Auxiliary Contact RQ Series Disconnect Switches 4173504 59.99 
@AC1NO1NCJ2N | Auxiliary Contact) R9 Series Fusible Disconnect Switches | 41T3505 | 134.33 
@ AC1NO1NCJ2NT | Auxiliary Contact} R9 Series Fusible Disconnect Switches | 4173506 | 202.49 
@ AC2NO2NCJ2N | Auxiliary Contact) R9 Series Fusible Disconnect Switches | 41T3510 | 270.64 
@ AC2NO2NCJ2NT | Auxiliary Contact | R9 Series Fusible Disconnect Switches | 4173511 | 449.33 
@ DHRO Direct Handle |R5 Series Non Fusible Disconnect) 4173513 27.36 
Switches 
@ DHR9DE Direct Handle R9 Series Non Fusible Switches 4173514 171.52 
@ DHR9HC Direct Handle R9 Series Fusible Switches 4173516 71.80 
> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CIRCUIT-BREAKERS 


SAFETY DISCONNECT SWITCHES 


UL 98 AND UL 489 NON-FUSIBLE AND FUSIBLE ROTARY DISCONNECTS 


CIRCUIT-LOCK® SWITCHED ENCLOSURES (CONT.) 


(CONT.) Price Each 
Price Each Mfg. Part No. For Use With Stock No. 1-1-24+ 
For Use g 
Mfg. Part No. Type With Stock No.| 1-1-4+ NoHBLAC1 Hubbell 30A, 60A and 100AAC Switches 7107830 107.33 
@ DHR9HJ Direct Handle RQ Series Fusible Disconnect Switches | 4113517 106.40 HBLDS60100RS Circuit-Lock Motor Disconnects 88H7193 654.16 
@ DHR9J2M Direct Handle RQ Series Fusible Disconnect Switches | 4173518 163.51 NoHBL100RNB Hubbell 100A AC Switches 88H7345 48.55 
@ DHRON Direct Handle | RQ Series Fusible Disconnect Switches | 4173519 | 196.96 Replacement Cover for Non Metalic Disconnect with Jog Switch 
@ PHB2N12F Pistol Handle RQ Series Disconnect Switches 4173540 186.82 HBLDS3RCJ 935425 483.99 
@ PHB3N4XF Pistol Handle R9 Series Disconnect Switches 4173544 660.64 PIM_80404 
@ PHR2N12F Pistol Handle R9 Series Disconnect Switches 4173550 235.69 
@ PHR3N4XF Pistol Handle RQ Series Disconnect Switches 4173554 | 673.86 FUSIBLE AND NON-FUSIBLE DISCONNECT Ss h id 
© SF150SH5X5 | 150mm Shaft _[R5 Series Non Fusible Disconnect Switches | 4173580 | 43.48 ++ SWITCHES AND ACCESSORIES ceneidaer 
@ SF200PH10X10| 200mm Sha RQ Series Disconnect Switches 4173582 | 52.39 IEC-style disconnect switches utilize the latest Sa Electric 
@ SF200PH12X12| 200mm Shaft | R9 Series Fusible Disconnect Switches | 4173583 | 62.51 technology and are designed to reduce panel ~f RoHS 
= 7 - space up to 25% without sacrificing performance or = comrtant 
@ SF200PH5X5 200mm Shaft )R4 Series Frame H Fusible Disconnect} 4173585 42.08 personnel safety. Available in ratings from 30-100A. eX >) 
Switches Supplied with line-side terminal shrouds, all witches f @) @ 
@ SF200SH5X5 200mm Shaft | R5 Series Non Fusible Disconnect Switches | 4173587 64.58 offer clear “on” and “off’ position indication on both » 
@ SF320PH10X10| 320mm Shai R9 Series Disconnect Switches 4173590 | 96.66 els a abla tl race o~ the se 2” 
: : = ; position with up to 3 locks. For complete disconnect 
@ SF320PH12X12| 320mm Shai RQ Series Fusible Disconnect Switches | 4173591 75.96 select switch, shaft and handle. UL listed, CSA : 
@ SF320PH5X5 320mm Shaft |R4 Series Frame H Fusible Disconnect) 4173593 46.23 certified, CE compliant. ye 
Switches 
@ SF320SH5X5 320mm Shai R5 Series Non Fusible Disconnect Switches | 4173595 52.36 5 
© SF400PH10X10| 400mm Sha RO Series Disconnect Switches 4173598 | 107.41 ilk rs ——— 
: : : Z Mfg. Part No. Contacts Operation Size Stock No. 1-4+ 
@ SF400PH5X5 400mm Shaft |R4 Series ao Disconnect | 4173601 70.25 Compact Fusible IEC-Style Disconnect Switches 
© SF500PH10x10| 500mm Sha RQ Series Disconnect Switches 4173604 | 132.23 GS1DU3 | aol ie Esse 9680147 | 281.92 
@ SF500PH12x12| 500mm Shaft | RO Series Fusible Disconnect Switches | 4173605 | 122.91 esipo”s SFST On-Off GlassiGG SGU: 294.59 
@ SF55SH5X5 55mm Shaft | R5 Series Non Fusible Disconnect Switches | 4173606 | 20.76 PIMLS1O71 
@ SF9OSH5X5 90mm Shaft | RS Series Non Fusible Disconnect Switches | 4173607 37.09 
@SHBON12HV | Selector Handle RQ Series Disconnect Switches 4173608 110.53 MD ENCLOSED MOTOR DISCONNECT SWITCHES s Q UARE 'D . 
@SHRON12HV | Selector Handle R9 Series Disconnect Switches 4173612 110.53 Key Features 
© Water-tight NEMA 4X polycarbonate enclosure by Schneider Electric 
PIM_195532 @ Ideal for use in wash down or rugged industrial x RoHS 
applications | = Gee einpiat 
© Covers additional enclosure types, such as NEMA =— Available 
CIRCUIT-LOCK® SWITCHED ENCLOSURES row, 1,12, 3R and 4 ~ @D 
e Unfused disconnect switches are suitable as motor disconnects enue” © Standard 3-pole design: Optional additional power 
© Completely non-metallic enclosure is non-conductive SSA Lz pole 
and will not corrode Wiring Device-Kellems Available in 30 A and 60 A sizes S 
© Accepts auxilliary contacts that can signal PLC Horsepower rated = 


controllers 

© Large actuator handle indicates position and complies 
with OSHA lockout requirements 

@ Available in 30A, 60A and 100A ratings 


Non-conducting internal frame automatically bonds all 
grounds. UL listed, CSA certified. 


RoHS 
Compliant 
Available 


Clear “ON/OFF” indication 

Front padlockable handle complies with OSHA 
lockout/tagout requirements 

© Accepts up to three 8 mm padlocks 

This MD motor disconnect switch serves as a local on/ 
off switch for a motor when the motor branch circuit 


protection is in a central enclosure. It is in a compact NEMA 4X enclosure and is available in 30 A and 60 A 
versions. 
Price Each 
Price Each Mfg. Part No. Contact Current AC Contact Voltage AC Stock No. i+ 
Mfg. Part No. Contact Current AC Contact Voltage AC | Stock No. 1-9+ 3 Pole 
1 Pole, Disconnect Switch with NO Break and Jog Switch, Non Metallic MD3304X 30A SOV poIssIe 214.71 
HBLDS3VFD4 30A 600V [935440 | 710.64 MD3604X ae GOV S2TSTS ztiat 
2 Pole, Disconnect Switch with Aux. Contacts and Jog Switch, Non Metallic Price Each 
HBLDS3ACJ 30A 600V 93Y5422 710.64 Mfg. Part No. | Accessory Type For Use With Stock No.|  1-1-4+ 
3 Pole, Disconnect Switch MDS30P Power Pole Enclosed Motor Disconnect Switches 5274373 = 
HBLDS3 30A 600V 35B317 424.56 Auxiliary Contact Module 2NO 
HBLDS6 60A 600V 35B319 498.68 MDSAN20 Motor Disconnect Switch MD3604X & MD3304X | 5274372 96.66 
HBLDS10 100A 600V 35B315 821.52 PIM_209305 
3 Pole, Disconnect Switch with Aux. Contacts 
HBLDS3AC 30A 600V 35B318 495.93 7 
HBLDS6AC 60A 600V 35B320 722.85 [J eW p rod u cts Ad d e d D a | | y 
3 Pole, Disconnect Switch with Jog Switch, Stainless Steel 
HBLDS3SSJ 30A 600V 93Y5426 4279.59 See the newest Technologies and Suppliers at += newark.com/new-products 
Disconnect, Unfused, 4X, SS 
@ HBLDS3SS 30A 600V 48W2102 950.30 
@ HBLDS6SS 60A 600V 48W2105 1328.21 
@ HBLDS10SS 100A 600V 48W2100 1513.85 
Disconnect, Unfused, 4X, SS, W/AC 
@ HBLDS6SSAC 60A 600V 48W2106 1401.14 
@ HBLDS10SSAC 100A 600V 48W2101 1593.41 
Disconnect, Unfused, 4X, SS, W/AC2 
@ HBLDS3SSVFD 30A 600V 48W2104 1025.44 
Disconnect Switch with Jog Switch, Non Metallic 
HBLDS3J 30A 600V | 935424 524.71 PIM_5624851 
Disconnt, Unfused, 4X, SS, W/AC 
@ HBLDS3SSAC 30A 600V 48W2103 1025.44 
> CONTINUED > 
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choice 


XP Power are committ 
customers find the 
solution for any app 


huge range of AC & DC Products 
come with reliability designed-in 
at a size and price to meet 


any requirement. 


Open-frame Power Supplies 


e 5 to 350 Watts 
e World’s smallest designs 
e ITE & medical approvals 


Enclosed Power Supplies 
e 25 to 3000 Watts 

e High efficiency designs 

e ITE & medical approvals 


POWERING THE WORLD’S CRITICAL 


AC-DC PCB Mount 

e 5to 110 Watts 

e High power density 

e ITE & medical approvals 


DC-DC Converters 

¢ 0.25 to 600 Watts 

e Through-hole & SMD 

e Rail & medical approvals 


1 gs 
ia 


DIN Rail Mount 

e 5 to 960 Watts 

e Slim line 

e AC-DC & DC-DC options 


an 
“9 


High Voltage DC-DC 

e Oto 10 kV 

e Regulated & proportional 
@ Single & dual outputs 


D:(.2 XP Power 


SYSTEMS 


External Power Supplies 
e 5 to 250 Watts 

e Energy efficiency level VI 
e ITE & medical approvals 


e 


Switching Regulators 

¢ 0.5 & 1 Amp models 

e Wide input range 

e High efficiency - up to 97% 


SECTION INDEX 


Power & Line Protection 


Power Supplies Line Protection 


DG-to-DCCOnveleis ences ererrereeree Power OUNCUSINDS senses ee eer reer eee 

DIN Rail Power Supplies ....... Power Outlet Strips - with Surge Protection 

Front End Power Supplies SulGe)RroteGliOl pees eee 
ExtemallROWeIpollppllGSheeresrrese sete seen Power Conditioners cxsxeececcsere cease reese etree 
VIEDIPOW OI SUPDILGS Sacer cee rerertereer rise rec cee eee reenete reese Powerline hilteiSiesrssee neers ere 
WINGAPOWGISLPliGS meeerereeseee eee sen cesta ees 

POWSTIINIVGILEIS pemeees eceeseeetee eee nee nwa transformers 

SHUG VLG) [POET SIU) TES cccerccnar cance cocecenecccnersancnccncitendieoncien 804-825 


FRCL LITOYA) DEUS (OLIVE coxrc0e-cees:ceos-conatecossconoceconedne coonseepacconeced 
Power Transformers 
Auto Transformers ......... 

Currentlranstoimersse ee 881-883 


IPSS VSTONNS esrcseec cere errata care near eee ee EG een 826-834 


Batteries & Accessories 


Non=rechange@ablesaeascccscterrceccraccsrrrorccerence 835-84ilam | BAUICION AMS{ONIMGLS seveesetereseteereeereererteee rater recat ereeerreeeer 883-884 
Rechargedblezwrsst etter etree 841-844 | ToroicallanStOnmensscecsceeserseesceeceter seers etree 884-885 
BatlenyGhalgeiSizessen ttre raecce eter mecreeieereree 844) || (Constant Voltage MransfOnMe@nsyeccecsceseeeecerercceceeceeereeteeerereseseeeee= 886 
BattenyilOlderssyseccreeesrree eee reeree rere rire 844-849) || VariableilranSfOrtmers)...:ccc-cecccccerccecececeecererccreeeceeeceersererscvereee 886-887 


TITER RSE YOUGT Racer aaa ae ee re 887-889 


To search by manufacturer, see our detailed Manufacturer Index on page 1768. 
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POWER SUPPLIES 


DC-TO-DC CONVERTE 


CME SERIES ISOLATED 0.75W SINGLE OUTPUT DC/ 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


NME SERIES ISOLATED 1W SINGLE OUTPUT DC/DC CONVERTERS (CONT.) 


CMR SERIES ISOLATED 0.75W SINGLE AND DUAL 
OUTPUT DC/DC CONVERTERS 


3.3V, 5V, 12V, and 24V inputs 
5V, 12V and 24V single and dual outputs 


DC CONVERTERS Price Each 
: Output Output eee 
Murara Rewer oo Mfg. Part No. Power 1 Stock No. 1-4+ 
Geptinpian 4.5 V to 5.5 V, DIP Package 
ves“ @ NMEO505DC 1W 5 V, 200 mA 61K3107 5.26 
@ NME0509DC 1W 9V, 111 mA 61K3109 8.58 
4.5 V to 5.5 V, SIP Package 
@ NME0505SC 1W 5 V, 200 mA 61K3108 5.49 
@ NME0509SC 1W QV, 111 mA 61K3110 8.58 
@ NME0512SC 1W 12 V, 83 mA 61K3112 Bas 
@ NME0524SC 1W 24V, 42 mA 61K3116 8.41 
DIP SIP 10.8 V to 13.2 V, DIP Package 
© Cost effective, lower-power alternative to 1W (-40°C to 85°C) @ NME1205DC iw 5 V, 200 mA 61K3117 8.58 
converters @ Industry standard packages and pinouts @ NME1212DC 1W 12 V, 83 mA 61K3121 8.67 
© Single isolated output @ 3.3V and 5V inputs 
© 4KkVDC or 3kVDC isolation options © 3.3V, 5V and 12V outputs Pe NMEIZSDE au 15. SOMA POBANIS JES 
© Wide temperature performance @ full 1W load 10.8 V to 13.2 V, SIP Package 
CME series 0.75W single output DC/DC converters in popular input and output voltages. Galvanic isolation @ NME1205SC 1W 5 V, 200 mA 61K3118 8.67 
allows this device to be configured to provide an isolated negative rail in systems where only positive rails exist. @ NME1209SC 4W 9V, 111 mA 61K3120 8.58 
Output Output Price Each @ NME1212SC 1W 12V, 83 mA 61K3122 = 
Mfg. Part No. Power 1 Stock No. 1-9+ 13.5 V to 16.5 V, SIP Package 
2.97 V to 3.63 V, 3KVDC Isolation, SIP Package @ NME1515SC 4W 15 V, 67 mA 70K3922 9.21 
@ CME0303S3C 750mW 3.3 V, 227 mA 29X1501 3.37 21.6 V to 26.4 V, DIP Package 
@ CME0305S3C 750mW 5 V, 150 mA 29X1502 3.44 @ NME2405DC 1W 5 V, 200 mA 61K3124 11.18 
4.5 V to 5.5 V, 1KVDC Isolation, DIP Package 21.6 V to 26.4 V, SIP Package 
@ CME0505DC 750mW 5 V, 150 mA 29X1503 3.44 @ NME2409SC 1W OV, 111 mA 61K3127 = 
4.5 V to 5.5 V, 1KVDC Isolation, SIP Package PIM_155318 
@ CME0505SC 750mW 5 V, 150 mA | 29X1504 2.45 
re eee aes sad 315 MTU2 SERIES ISOLATED 2W SINGLE AND DUAL euiearall ' Ps 
4.0. t0 5:5 ¥, SKVDG Isolation, SIP Package OUTPUT SURFACE MOUNT DC/DC CONVERTERS 
@ CME0505S3C 750mW 5 V, 150 mA 29X1505 2.61 © Miniature, high-perforamnce SMD design Murata Power Solutions 
@ CME0512S3C. 750mW 12V,63mA 29X1507 Sal) © Single or dual isolated outputs Holts na 
© 1kVDC isolation eclable 
PIM_211524 © Efficiency up to 85% (Typ) 
@ MSL Level 1 
@ Power density 3.403W/cm3 
e 
) 
e 


Murata Power Solutions 


RoHS 
Compliant 
Available 


® Cost effective, lower-power alternative to 1W 
converters 

@ Single or dual isolated outputs 

@ 4kVDC or 3kVDC isolation options 


Multi-layer ceramic capacitors 

MTU2 series miniature surface mount, high- 
performance DC/DC converters offer 2W of available 
output power over a wide temperature range and 


© Wide temperature performance @ full 1W load feature a footprint reduction of over 50% from previous 
(-40°C to 85°C) ; generations of 2W SMD DCI/DC devices. It is more 

© Industry standard SIP package and pinouts efficient and offers improved regulation performance for applications where a wide output voltage variation 
@ SV, 12V, and 24V inputs can not be tolerated. Pin compatible with the MTU1 series isolated 1W single and dual output SMD DC/DC 
@ SV, £12V and +15V outputs converters. Suitable for all applications where high volume production is envisaged. 

CMR series 0.75W single and dual output DC/DC A 
converters in popular input and output voltages. Output Output Output wencelEschy 
Galvanic isolation allows this device to be configured Mfg. Part No. Power 1 2 Stock No. 1-44 

to provide an isolated negative rail in systems where only positive rails exist. 2.97 V to 3.63 V 

Output Output Output Price Each @ MTU2S0305MC 2W | 5 V, 400 mA 45X6292 8.73 
Mfg. Part No. Power 1 2 Stock No. 1-9+ 4.5V to 5.5 V 

45Vto5.5V @ MTU2S0524MC. 2W 24 V, 83 mA be 45X6296 8.56 

@ CMR100C 750mW 5 V, 150 mA 29X1511 3.69 @ MTU2D0505MC 2W 5 V, 200 mA -5 V, 200 mA 45X6286 8.73 
4.5 V to 5.5 V, 3kVDC Isolation @ MTU2D0512MC. 2W 12 V, 83 mA “12 V, 83 mA 45X6288 _ 

@ CMR0505SA3C 750mW 5 V, 150 mA = 29X1508 2.93 10.8 V to 13.2 V 

@ CMR0512S3C 750mW 12 V, 31 mA -12 V, -31 mA 29X1509 3.49 @ MTU2S1205MC. 2W 5 V, 400 mA ats 45X6298 8.73 

@ CMR0515S3C. 750mW 15 V, 25 mA -15 V, -25 mA 29X1510 3.49 @ MTU2D1212MC 2W 12 V, 83 mA -12 V, 83 mA 45X6290 8.73 

10.8 V to 13.2 V, 3kVDC Isolation 21.6 V to 26.4V 

@ CMR1215S3C. 750mW 15 V, 25 mA -15 V, -25 mA 29X1513 B58 @ MTU2S2405MC 2W | 5 V, 400 mA 45X6300 _— 
21.6 V to 26.4 V PIM_212003 

@ CMR118C | 750mW 5 V, 150 mA 29X1512 3.58 
PIM_211526 ISOLATED 2W SINGLE-OUTPUT DC/DC CONVERTERS 

® Single Isolated Output 


NME SERIES ISOLATED 1W SINGLE OUTPUT DC/DC 
CONVERTERS 

© Efficiency from 82% 

Operating temperature: -40°C to 85°C. 

Power density: 1.53W/cm3 

UL 94V-0 package material 

1kVDC isolation 

Internal SMD construction 

Fully encapsulated with with toroidal magnetics 
MTTF up to 3.4 million hours 

NME series of DC/DC converters is particularly 
suited for isolating and/or converting DC power 
rails. The galvanic isolation allows the device to 
be configured to provide an isolated negative rail in 
system where only positive rail exists. 


Murata Power Solutions 


RoHS _ 
Compliant 
Available 


> CONTINUED > 


756 


Murata Power Solutions 


RoHS 
Compliant 
Available 


© No Heat Sink or External Components Required 
® Fully Encapsulated 
© Operating Temperature: -40°C to 85°C 


NML series used when an isolated supply is 
required. 1kVDC isolation. 4-pin SIP package style. 
Pin compatible with NME series; order separately 
online or call. UL 94V-0 package material. Power 
density: 2.01W/cm®. Pin output: SIP. 1 = -VIN; 2 = 
+VIN; 3 = -VOUT; 4 = +VOUT. 


Output Output Price Each 

Mfg. Part No. Power 1 Stock No. 1-9+ 
10.8 V to 13.2 V 
@ NML1205SC 2W 5 V, 400 mA 61K3216 13.68 
@ NML1209SC 2W 9V, 222 mA 61K3217 13.68 
@ NML1212SC 2W 12 V, 167 mA 61K3218 13.68 
@ NML1215SC 2W 15 V, 133 mA 61K3219 13.68 
PIM_61670 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


POWER SUPPLIES 


0-DC CONVERTERS 


2W ISOLATED WIDE-INPUT, SINGLE-OUTPUT DC/DC 
CONVERTERS WITH 1kVDC ISOLATION 

@ 2:1 Wide Operating Range 

@ 5V, 12V, 24V and 48V Input Voltage 

® No Electrolytic Capacitors 

Low-noise wide-input converters have regulated 
outputs over the temperature range -40°C to +85°C 
with no power derating. Isolation: 1kVDC. Features 
continuous short-circuit protection with current 
foldback, ceramic capacitors and substrate, SMD 
construction. SIP packaging, UL 94-1 packaging. 
Pin output SIP: 1 = -VIN; 2 = +VIN; 3 = CTRL; 5 = No 
Connection Allowed; 6 = +Vout; 7 = -VOUT; 8 = CS. 


RoHS — 
Compliant 
Available 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 

45Vto9V 

@ NDLO512SC 2W 12 V, 167 mA 61K2960 — 
@ NDLOS515SC 2W 15 V, 134 mA 61K2961 a 
9V to 18V 

@ NDL1205SC 2W 5 V, 400 mA 61K2962 15.15 
@ NDL1212SC 2W 12 V, 167 mA 61K2964 15.15 
@ NDL1215SC 2W 15 V, 134 mA 61K2965 15.15 
18 V to 36V 

@ NDL2405SC 2W 5 V, 400 mA 61K2966 9.86 
@ NDL2412SC 2W 12 V, 167 mA 61K2968 15132 
36 V to 72V 

@ NDL4805SC 2wW 5 V, 400 mA 61K2970 14.85 
@ NDL4812SC 2w 12 V, 165 mA 61K2972 5 
@ NDL4815SC 2w 15 V, 134 mA 61K2973 15.15 
PIM_52576 


DATEL® UWR SERIES SINGLE OUTPUT, MIXED 
VOLTAGE DC/DC CONVERTERS 


Industry-standard pinouts 


Murata Power Solutions 


© Fully isolated RoHS _ 

@ Designed to meet UL1950 and EN60950 pompliant 
@ EMI/EMC characterized a 

@ Modifications and customs for OEM's available A” \Y US 


on most models; go online or call 


14-20W 
Output Output | Price Each 

Mfg. Part No. Power 4 Stock No. 1-4+ 
4.7V to 7.25 V 
@ UWR-5.2/1500-D5A-C 7.8W 5.2V,1.5A 87K5749 as 
@ UWR-5/1600-D5A-C 8w 5V,1.6A 87K5753 oa 
@ UWR-12/665-D5A-C 8w 12 V, 665 mA 87K5686 75.08 
9Vto 18V 
@ UWR-5/2000-D12A-C 10W 5V,2A 87K5755 84.92 
9V to 36V 
@ UWR-5/4000-D12A-C 20W 5V,4A 87K5774 a 
@ UWR-12/1650-D12A-C 20W 12V, 1.65A 87K5680 84.18 
10 V to 18 V 
@ UWR-3.3/4250-D12A-C 15W 3.3 V, 4.25A 25R6696 a 
18 V to 36V 
@ UWR-5/2000-D24E-C 10W 5V,2A 87K5756 90.22 
@ UWR-5/8-D24A-C 40w 5V,8A | 87K5781 = 
18 V to 75V 
@ UWR-5/1800-D48A-C gw 5V,1.8A 87K5754 91.55 
@ UWR-5/4000-D48A-C 20W 5V,4A 87K5775 oes 
@ UWR-15/1300-D48A-C 20W 15V,1.3A 87K5706 98.16 


PIM_84023 
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NCM6 SERIES ISOLATED 6W WIDE-INPUT SINGLE 
AND DUAL OUTPUT DC/DC CONVERTERS 

@ 4:1 Wide range voltage input 
@ Single and dual output 

@ 5200VDC isolation 

© Typical efficiency to 88% 

@ 5V, 12V and 48V nominal inputs 
© Power density 0.94W/cm 
e 
e 
e 
e 


Murata Power Solutions 


RoHS _ 
Compliant 
Available 


5mm creepage guaranteed 
Under voltage lock-out 
Industry-standard package with standard pinout 
Size: 32W x 20L x 10.75mmH (1.26 x 0.787 
x 0.423") 
© Control pin 
© Operating temperature range: -40°C to 85°C 


NCM6 series of DC/DC converters offer single and dual output voltages from wide input voltage ranges of 4.5V 
to 9V, 9V to 36V and 18V to 75V. Features a control pin that provides an OFF function which puts the converter 
into a low power mode when >3V is applied to the pin; when the control pin is left un-connected or less than 1V 
the converter is ON. Ideally suited for applications in medical, telecommunications, battery powered systems, 
process control and distrbuted power systems. 
Output Output Output Price Each 
Mfg. Part No. Power 1 2 Stock No. 1-4+ 

45Vto9V 

@ NCM6S0503EC 5W 3.3 V, 1.52A 51X2471 = 

@ NCM6S0505EC 6w 5V,1.2A 51X2472 = 

@ NCM6S0512EC 6wW 12 V, 500 mA 51X2473 = 

@ NCM6S0515EC 6w 15 V, 400 mA ii 51X2474 5 

@ NCM6D0505EC 6W 5 V, 600 mA -5 V, 600 mA 51X2462 28.92 

@ NCM6D0512EC 6wW 12 V, 250 mA -12 V, 250 mA 51X2463 28.92 

@ NCM6D0515EC 6wW 15 V, 200 mA -15 V, 200 mA 51X2464 28.92 

9V to 36V 

@ NCM6S1203EC 5W 3.3 V, 1.52A 51X2475 28.92 

@ NCM6S1205EC 6W 5V,1.2A 51X2476 28.92 

@ NCM6S1212EC 6W 12 V, 500 mA 51X2477 28.40 

@ NCM6S1215EC 6w 15 V, 400 mA Bs 51X2478 = 

@ NCM6D1205EC 6W 5 V, 600 mA -5 V, 600 mA 51X2465 28.92 

@ NCM6D1212EC 6w 12 V, 250 mA -12 V, 250 mA 51X2466 = 

@ NCM6D1215EC 6W 15 V, 200 mA -15 V, 200 mA 51X2467 = 

18V to 75V 

@ NCM6S4803EC 5W 3.3 V, 1.52A 51X2479 — 

@ NCM6S4805EC 6W 5V,1.2A 51X2480 

@ NCM6S4812EC 6W 12 V, 500 mA 51X2481 

@ NCM6S4815EC 6W 15 V, 400 mA ash 51X2482 

@ NCM6D4805EC 6W 5 V, 600 mA -5 V, 600 mA 51X2468 

@ NCM6D4812EC 6W 12 V, 250 mA -12 V, 250 mA 51X2469 

@ NCM6D4815EC 6W 15 V, 200 mA -15 V, 200 mA 51X2470 
PIM_212176 


UEI15 AND UEI25 SERIES ISOLATED, WIDE INPUT 
RANGE 15/25W DC/DC CONVERTERS 

© Small footprint, ideal for high current applications 
@ Industry standard 0.9" x 1.1" X 0.335” open 
Tame package/ pinout 

@ 9-36 and 18-75VDC Q12 & Q48, 36-75VDC for 
D48 wide range inputs 
© Double lead-free assembly and attachment 
@ 2250V basic Isolation (Q48 & D48 models) 

© Up to 15 W or greater total output power with 
overtemperature shutdown 

® High efficiency synchronous rectifier forward 
lopology 
® Stable no-load operation with no required external components 
@ Usable -40 to 85°C temperature range (with derating) 

© Extensive self-protection shut down features 
e 
e 


Murata Power Solutions 


RoHS — 
Compliant 
Available 


cw US 


On/off control polarity: suffix P indicates positive, suffix N indicates negative 
Surface mount version available; go online or call 


Featuring a full 15 watt or greater output in one square inch of board area, the UEI series isolated DC/DC 
converter family offers efficient regulated DC power for printed circuit board mounting. Meets UL 60950-1, CAN/ 
CSA-C22.2 No. 60950-1, IEC60950-1, EN60950-1 safety approvals. 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
9 V to 36 V, Positive Logic 
@ UEI15-033-Q12P-C 14.85W 3.3V,4.5A 06P9408 36.07 
@ UEI15-050-Q12P-C 15W 5V,3A 06P9409 36.07 
@ VEI15-120-Q12P-C 15.6W 12V,1.3A 12N4059 36.07 
@ VEI15-150-Q12P-C 16.5W 15V,1.1A 06P9411 = 
18 V to 75 V, Negative Logic 
@ UEI15-050-Q48N-C 15W 5V,3A 412N4056 es 
@ UEI5-120-Q48N-C 15.6W 12V,1.3A 06P9410 33.70 
@ UEI15-033-Q48N-C 16.5W 3.3V,5A 412N4054 = 
@ UEI15-150-Q48N-C 16.5W 15V,1.1A 06P9412 — 
> CONTINUED > 
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POWER SUPPLIES 


DC-TO-DC CONVERTERS 


UEI15 AND UEI25 SERIES ISOLATED, WIDE INPUT RANGE 15/25W DC/DC 
CONVERTERS (CONT.) 


Output | Output Price Each 

Mfg. Part No. Power i Stock No. 1-4+ 
36 V to 75 V, Negative Logic 
@ UVEI25-033-D48N-C 25W 3.3V,7.5A 78R7655 25.41 
@ UVEI25-050-D48N-C 25W 5V,5A 78R7657 == 
@ UVEI25-120-D48N-C 25.2W 12V,21A 78R7659 = 
36 V to 75 V, Positive Logic 
@ UEI25-033-D48P-C 25W 3.3V,7.5A 78R7656 25.97 
@ UEI25-050-D48P-C 25W 5V,5A 78R7658 25.41 
@ VEI25-120-D48P-C 25.2W 12V,21A 78R7660 25.97 
36 V to 75 V, Positive Logic, Surface Mount 
@ UVEI25-120-D48PM-C 25.2W | 12V,2.1A 4175678 26.26 


PIM_133291 


1W DUAL ISOLATED OUTPUT, DC/DC CONVERTERS 

@ SIP and DIP Package Styles 

@ High-Performance and Low-Cost 

@ Industry-Standard Pinout 

© Operating Temperature: -40°C to 85°C with No 
Heat Sink and No Derating 

@ Power Sharing on Dual Version 

1 kV isolation. Pin output: SIP: 1 = +VIN; 2 = -VIN; 

4 = -VOUT, 5 = OV; 6 = +VOUT. Pin ouput DIP: 1 

= -VIN; 7 = NC; 8 = OV; 9 = +VOUT; 11 = -VOUT; 

14=+VIN. 


Murata Power Solutions 


RoHS 
Compliant 
Available 


Output Output Output Price Each 
Mfg. Part No. Power 1 2 Stock No. 1-9+ 

45V to 5.5V 

@ NMA0505SC 1w 5 V, 100 mA -5 V, 100 mA 61K3058 5.26 
@ NMA0509DC 1w 9V, 55 mA -9V, 55 mA 61K3059 5.36 
@ NMA0512SC 1W 12 V, 42 mA -12 V, 42 mA 61K3062 4.62 
@ NMA0515SC 1W 15 V, 33 mA -15 V, 33 mA 61K3064 5.48 
10.8 V to 13.2 V 

@ NMA1205SC 1W 5 V, 100 mA -5 V, 100 mA 61K3066 5.48 
@ NMA1212SC 1w 12 V, 42 mA -12 V, 42 mA 61K3070 5.37 
@ NMA1215SC 1W 15 V, 33 mA -15 V, 33 mA 61K3072 5 
13.5 V to 16.5 V 

@ NMA1505SC 1W 5 V, 100 mA -5 V, 100 mA 70K3902 4.95 
@ NMA1512DC 1w 12 V, 42 mA -12 V, 42 mA 12N3797 J 
@ NMA1515DC 1W 15 V, 33 mA -15 V, 33 mA 70K3904 = 
PIM_37173 


NMH SERIES ISOLATED 2W DUAL OUTPUT DC/DC 
CONVERTERS 

© Efficiency up to 86% 

Power density up to 1.44W/cm3 

Operating temperature: -40°C to 85°C. 

Dual output from a single input rail 

UL 94V-0 package material 

Industry standard pinout 

Power sharing on output 

@ Internal SMD construction 

NMH series is the standard buliding blocks for on- 
board point-of-use power systems. They are ideally 
suited for providing dual rail supplies on single rail 
boards with the added benefit of galvanic isolation 
to reduce circuit noise. All of the rated power may be 
drawn from a single pin provided the total load does 
not exceed 2 watts. Pin compatibility with the NMA 1W series ensures minimal effort in upgrading distributed 
power systems. 


Murata Power Solutions 


RoHS — 
Compliant 
Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MGJ SERIES ISOLATED DUAL AND TRIPLE OUTPUT 
DC/DC CONVERTERS 


© Developed specifically for IGBT driver 
applications 

5.2kVDC isolation test voltage 

5V, 12V, 15V and 24V inputs 

Short-circuit protection 

Ultra-low coupling capacitance 

SIP (MGJ2 only) and SMD package styles 

© Convection air cooling 

MGJ series DC/DC converters are ideal for powering 
“high-side” and “low-side” gate drive circuits for 
IGBTs and Mosfets in bridge circuits. A choice of 
asymmetric output voltages allows optimum drive levels for best system efficiency and EMI. Characterized for 
high-isolation and dv/dt requirements commonly seen in bridge circuits used in motor drives and inverters, these 
units are built to provide reliability and long life and feature an industrial grade temperature rating. 


ions 


RoHS — 
Compliant 
Available 


Output] Output Output Output Price Each 
Mfg. Part No. Power 1 2 3 Stock No. 1-9+ 

45V to 5.5V 

MGJ2D051515SC 2W_ | 15V, 67 mA | -15 V, 67 mA 77Y4098 8.95 
@ MGJ2D051509SC 2W_ | 15V, 80 mA | -8.7 V, 40 mA 53X9023 8.77 
@ MGJ2D051505SC 2W | 15V,80mA | -5V, 40 mA 53X9022 8.95 
@ MGJ2D052005SC 2W | 20V,80mA | -5V,40 mA §3X9024 8.75 
45Vto9V 

MGJ3T05150505MC-R13} 3W | 15V, 120 mA} 5V,120mA |5V, 120 mA} 94X3842 19.30 

MGJ6T05150505MC-R13 | 6W | 15V, 240 mA} 5V, 240 mA |5V, 240 mA] 94X3845 25.27 
9V to 18V 

MGJ3T12150505MC-R13} 3W | 15V, 120 mA} 5V,120mA | 5 V, 120 mA} 94X3843 19.30 

MGJ6T12150505MC-R13} 6W | 15V, 240 mA] 5 V, 240 mA | 5 V, 240 mA} 94X3846 25.27 
10.8 V to 13.2 V 

MGJ2D121515SC 2W_ | 15 V, 67 mA | -15 V, 67 mA 77Y4099 8.95 
@ MGJ2D121509SC 2W_ | 15V, 80 mA | -8.7 V, 40 mA 53X9026 8.95 
@ MGJ2D121505SC 2W | 15V,80mA | -5V,40 mA 53X9025 8.77 
@ MGJ2D122005SC 2W | 20V,80mA | -5V, 40 mA 53X9027 8.93 
13.5 V to 16.5 V 

MGJ2D151515SC 2W_ | 15V, 67 mA | -15 V, 67 mA 77Y4100 8.95 
@ MGJ2D151509SC 2W | 15V, 80 mA |-8.7 V, 40 mA 53X9029 as 
@ MGJ2D151505SC 2W | 15V,80mA | -5V, 40 mA 53X9028 8.77 
@ MGJ2D152005SC 2W | 20V,80mA | -5V, 40 mA 53X9030 8.77 
18 V to 36V 

MGJ3T24150505MC-R13} 3W | 15V,120 mA] 5V,120mA | 5V, 120 mA} 94X3844 19.30 

MGJ6T24150505MC-R13} 6W | 15V, 240 mA] 5 V, 240 mA | 5 V, 240 mA} 94X3847 25.27 


21.6 V to 26.4 V 


@ MGJ2D241509SC 2W | 15V,80mA | -8.7 V, 40 mA 53X9032 8.93 
@ MGJ2D241505SC 2W | 15V,80mA | -5V,40 mA 53X9031 = 
@ MGJ2D242005SC 2W | 20V,80mA | -5V,40 mA 53X9033 = 
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78SR SERIES, HIGH EFFICIENCY, SINGLE OUTPUT, 
NON-ISOLATED DC/DC CONVERTERS 


@ Up to 95% efficiency— no costly heat sinks or 
fans required 

@ Wide 7.5- 36VDC input voltage range 

® Two package options: 3-pin vertical mount SIP, 
low profile, horizontal mount SIP 

© No external input/output filter capacitors required 

@ -40 to +70°C full load operation 

© Open frame design minimizes self-heating and 
pc-board footprint 

© Low noise output for powering sensitive 
instrumentation 

78SR series step-down switching regulators provide 

high-efficiency drop-in replacements for LM7805 and 


Murata Power Solutions 


RoHS _ 
Compliant 
Available 


Output Output Output | Price Each LM7812 applications. Their higher efficiency ensures significantly lower heat generation and provides increased 
Mfg. Part No. Power 1 2 Stock No. 1-9+ run time in battery-powered applications, making these regulators ideal for low power “green” applications. 

4.5 V to 5.5 V, SIP Package Output Output Output Price Each 
@ NMHO509SC 2w 9V, 111 mA -9V, 111 mA 61K3175 13.92 Mfg. Part No. Power Voltage Current Stock No. 1-9+ 
@ NMHO0512SC 2w 12 V, 83 mA -12V, 83 mA 61K3177 — 7.5 V to 36 V, High Efficiency Switch Regulator 
@ NMHO0515SC 2w 15 V, 67 mA -15 V, 67 mA 61K3179 13.68 @ 7805SR-C 2.5W 5V 500mA 87K6146 12.47 
10.8 V to 13.2 V, DIP Package 7.5 V to 36 V, Horizontal Pin Package 
@ NMH1209DC 2w 9V, 111 mA -9V, 111 mA 61K3182 13.95 @ 7803SRH-C 1.65W 3.3V 500mA 87K6145 11.67 
@ NMH1215DC 2w 15 V, 67 mA -15 V, 67 mA 61K3186 = @ 7805SRH-C 2.5W 5V 500mA 87K6147 12.47 
10.8 V to 13.2 V, SIP Package 7.5 V to 36 V, Standard Pin Package 
@ NMH1205SC 2w 5 V, 200 mA -5 V, 200 mA 61K3181 13.65 @ 7803SR-C 1.656W 3.3V 500mA 87K6144 11.67 
@ NMH1212SC 2w 12 V, 83 mA -12 V, 83 mA 61K3185 13.68 8 V to 32 V, Horizontal Pin Package 
@ NMH1215SC 2w 15 V, 67 mA -15 V, 67 mA 61K3187 = @ 78SRH-3.3/2-C 6.6W 3.3V 2A 40M6587 13.88 
21.6 V to 26.4 V, DIP Package @ 78SRH-5/2-C 10W 5V 2A 40M6588 17.41 
@ NMH2405DC 2wW 5 V, 200 mA -5 V, 200 mA 61K3188 oss 8 V to 32 V, Standard Pin Package 
21.6 V to 26.4 V, SIP Package @ 78SR-3.3/2-C 6.6W 3.3V 2A 40M6585 13.88 
@ NMH2405SC 2wW 5 V, 200 mA -5 V, 200 mA 61K3189 13.95 @ 78SR-5/2-C 10W 5V 2A 40M6586 17.41 
PIM_155321 15 V to 36 V, Horizontal Pin Package 

@ 7812SRH-C 4.8W 12V 400mA 87K6149 11.67 

> CONTINUED > 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


78SR SERIES, HIGH EFFICIENCY, SINGLE OUTPUT, NON-ISOLATED DC/DC 
CONVERTERS (CONT.) 


POWER SUPPLIES 


DC-TO-DC CONVERTERS 


OKAMI OKLx-T/xx-Wx SERIES 12 AND 20 AMP iLGA SMT POL DC/DC 
CONVERTERS (CONT.) 


Output Output Output Price Each Output Output Tape Cut 
Mfg. Part No. Power Voltage Current Stock No. 1-9+ Mfg. Part No. Power Current Stock No. 1-4+ 
15 V to 36 V, Standard Pin Package 2.4 V to 5.5 V, Negative Logic 
@ 7812SR-C 4.8W 12V 400mA 87K6148 12.47 @ OKL-T/12-W5N-C 39.6W 12A 38X4495 10.50 
PIM_102087 @ OKL-T/20-W5N-C 66W 20A 38X4499 12.46 
2.4 V to 5.5 V, Negative Logic, Sequence/Tracking Operation 
OKAMI OKI-78SR SERIES 1.5 AMP SIP DC/DC pm 2 on.zeTir2won-c 30.60 12A 38X4507 9.47 
CONVERTERS @ OKL2-T/20-W5N-C 66W 20A 38X4515 ilile25} 
© Ultra wide 7 to 36 VDC input range Murata Power Solutions 2.4 V to 5.5 V, Postive Logic 
© Fixed Outputs of 3.3 or 5 VDC up to 1.5 Amps @) @ OKL-T/20-W5P-C 66W 20A 38X4501 12.46 
® Vertical SIP-mount, small footprint package 4.5 V to 14V Negative Logic, S. Tiracking O ti 
@ “No heat sink” direct replacement for 3-terminal 78xx-se- RoHS _ 5 V to » Negative Logic, sequence/Iracking Uperation 
ties linear regulators Ose @ OKL2-T/12-W12N2-C 60W 12A 38X4503 9.03 
@ Short circuit protection @ OKL2-T/20-W12N2-C 100W 20A 38X4511 10.72 
® Outstanding thermal derating performance = = = = 
© ULIEN/IEC 60950-1 safety approvals 4.5 V to 14 V, Postive Logic, Sequence/Tracking Operation 
OKI-78SR series are non-isolated switching regulator (SR) @ OKL2-T/20-W12P2-C 100W 20A 38X4513 11.94 
DC/DC power converters for embedded applications. The PIM 211604 


fixed single output converters offer both tight regulation and 
high efficiency directly at the power usage site and are a 
direct plug-in replacement for TO-220 package 78xx series 
linear regulators. Typically, no extra outside components are 


required. All standard safety and EMI/RFI certifications are available. Dimensions (LxWxH): 0.30 x 0.41 x 0.65”. 
Output Output Output Price Each 
Mfg. Part No. Power Voltage Current Stock No. 1-9+ 
7V to 36V 
@ OKI-78SR-3.3/1.5-W36-C 4.95W 3.3V 1.5A 72R3615 5.39 
@ OKI-78SR-5/1.5-W36-C 7.5W 5V 1.5A 72R3616 5.39 


PIM_176255 


OKAMI OKL SERIES 12V 3 AMP iLGA SMT POL DC/DC 
CONVERTERS 


@ iLGA inspectable land grid array 

@ 4.5-14VDC input voltage range 

@ Programmable output voltage from 0.591- 
5.5VDC 

Drives up to 200 yF ceramic capacitive loads 
High power conversion effi ciency at 93% 
Outstanding thermal derating performance 
Over temperature and over current protection 
On/Off control and Power Good signal 
OKL-T/3 series are miniature non-isolated Point-of- 
Load (PoL) DC/DC power converters for embedded 
applications. Featuring iLGA inspectable Land Grid Array (LGA) format that allows easy access of all pin 


Murata Power Solutions 


RoHS _ 
Compliant 
Available 


© 


OKI-78SR AND OKI-78SR-E SERIES, NON-ISOLATED 
SINGLE OUTPUT DC/DC 
CONVERTERS 


Murata Power Solutions 


© 7V to 36Vin (3.3V & 5Vout), 15V to 36Vin (12Vout) 

@ Fixed Output: 3.3V or 5V @ 1.5A or 12V @ 1A 

® Vertical SIP or horizontal mount, small footprint 
package © Outstanding thermal derating performance 

@ “No heat sink” direct replacement for 3-terminal @ UL/EN/IEC 60950-1, 2nd Edition safety approvals 

OKI-78SR series are fabricated on a 0.41 x 0.65 inch (10.4 x 16.5mm) Single Inline Package (SIP) module, the 

OKI-78SR series arenon-isolated switching regulator(SR) DC-DC power converters for embedded applications. 

The fixed singleoutput converters offerboth tight regulation and high efficiency directly atthe power usage 

site and are adirect plug-inreplacement for TO-220 package 78xx serieslinear regulators. Typically, no extra 

outsidecomponents are required. 

OKI-78SR-E series are encapsulated in a 0.47 x 0.69 inch (11.9 x17.6 mm) vertical or horizontal package, 

the OKI-78SR-E series arenon-isolated switchingregulator (SR) DC-DC power converters forembedded 

applications. The fixed singleoutputconverters offer both tight regulation and highefficiency directly at the power 


78xx-series linear regulators 
@ High efficiency with no external components 
© Short circuit protection 


connections for inspection of LGA solder joints. Based on fixed-frequency synchronous buck converter switching ee ee jacement for 10-220 package78xx series linear regulators. Typically, no 
topology, the high power conversion efficient Point of Load (PoL) module features programmable output voltage : 
and on/off control. These units are designed to meet all standard UL/EN/ IEC 60950-1 safety and FCC EMI/RFI Output Output Output Price Each 
emissions certifications. Dimensions(LxWxH): 0.48 x 0.48 x 0.25”. Mfg. Part No. Power Voltage Current Stock No. 4-99+ 
Output Output Output Tape Cut 7 V to 36 V, Horizontal Mount, Encapsulated 
Mfg. Part No. Power Voltage Current Stock No. 1-4+ @ OKI-78SR-3.3/1.5-W36HE-C 4.95W 3.3V 1.5A 14AC2153 6.70 
2.4 V to 5.5 V, Negative Logic @ OKI-78SR-5/1.5-W36HE-C 7.5W 5V 1.58 14AC2155 = 
@ OKL-T/3-W5N-C 9.9W 600 mV to 3.63 V 3A 74R7927 5.45 7 V to 36 V, Vertical Mount, Encapsulated 
@ OKL-T/6-W5N-C 19.8W 600 mV to 3.3 V 6A 74R7931 S25) @ OKI-78SR-3.3/1.5-W36E-C 4.95W 3.3V 1.5A 14AC2152 5.59 
4.5 V to 14 V, Negative Logic @ OKI-78SR-5/1.5-W36E-C 7.5W 5V 1.58 14AC2154 a 
@ OKL-T/3-W12N-C 15W 591 mV to 5.5 V 3A 10R4022 5.45 15 V to 36 V, Horizontal Mount 
@ OKL-T/6-W12N-C 30W 591 mV to 5.5 V 6A 74R7929 -— @ OKI-78SR-12/1.0-W36H-C. 12W 12V 1A 14AC2150 477 
4.5 V to 14 V, Positive Logic 15 V to 36 V, Horizontal Mount, Encapsulated 
@ OKL-T/3-W12P-C 15W 591 mV to 5.5 V 3A 10R4023 6.16 @ OKI-78SR-12/1.0-W36HE-C 12W 12V 1A 14AC2151 6.70 
PIM_148738 15 V to 36 V, Vertical Mount 
@ OKI-78SR-12/1.0-W36-C 12W 12V 1A 14AC2148 a3 
OKAMI OKLx-T/xx-Wx SERIES 12 AND 20 AMP iLGA P 15 V to 36 V, Vertical Mount, Encapsulated 
SMT POL DC/DC CONVERTERS @ OKI-78SR-12/1.0-W36E-C 12W 12V 1A 14AC2149 6.70 
Murata Power Solutions PIM 5701474 


RoHS — 
Compliant 
Available 


OKLx-1/12.W5, OKLx-T12.W12 SEE OS 


iLGA inspectable Land Grid Array 
Programmable output voltage 

Drives 1000uUF ceramic capacitive loads 
High-power conversion efficiency up to 95% 
Outstanding thermal derating performance 
Under voltage lock-out (UVLO) 
OKLx-T/xx-Wx series non-isolated point-of-Load (PoL) DC-DC power converters for embedded applications 
are based on fixed-frequency synchronous buck converter switching topology. The tiny form factor is configured 
on a Land Grid Array (LGA) assembly. Applications include powering CPU's, datacom/telecom systems, 
distributed bus architectures (DBA), programmable logic and mixed voltage systems. 


© Short-circuit protection 

© Over-temperature and over-current protection 
© On/Off control 

© Choice of Postive or Negative logic 

© Optional Sequence/Tracking operation 


> CONTINUED > 
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CC-E SERIES ULTRA COMPACT, 1.5W TO 
25W SINGLE OUTPUT DC/DC 
CONVERTERS 


© Compact footprint /low profile 
@ Through hole or SMT versions 
© SV, 12V, 24V & 48V inputs 

© 3.3 to 30V single otuput 
e 
e 


TDK-Lambda 
SS 


» Oe Ess 
See se 
RS 


Output voltage adjustment 
Input - output isolation 
Five-year manufacturer's warranty 


CC-E series are ultra compact, open frame DC/ 
DC converters. Self contained requires no external 
components. R indicates suitable for surface mount. 


SPECIFICATIONS: 
Nominal Output Voltage: 3.3 5V 12/15V 
DC Input: 5V: 4.5-9.0V, 12V: 9-18V, 24V: 18-36V, 48V: 36-76V 
Line Regulation: 20 (40 CC15; 30 CC25) 40 

Load Regulation: 40 (120 CC15; 200 CC25) 100 
Output Ripple (typ./max.BW 50MHz): 40/120 30/120 
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POWER SUPPLIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


DC-TO-DC CONVERTERS 


CC-E SERIES ULTRA COMPACT, 1.5W TO 25W SINGLE OUTPUT DC/DC 
CONVERTERS (CONT.) 


PXC-M10 SERIES 10 WATT SINGLE AND DUAL OUTPUT DC/DC 
CONVERTERS (CONT.) 


Operating Temp.- Convection: -40 to 85°C, derates linearly to 40% load from 50°C to 85°C Output Output Output Price Each 
Operating Temp.- Forced Air: -40°C to 85°C with 1m/s air full load Mfg. Part No. Power 1 2 Stock No. 1-9+ 
Dimensions: CC1R5: 0.650 x 0.654 x 0.335; 9V to 36V 
(DIP Through Hole and SMD package) CC3: 0.900 x 0.654 x 0.335; PXC-M41(0- 7 40W 15 V, 333 mA -15 V, 333 mA 48Y0172 
(SIP Through Hole only) CCE: 0.900 x 0.831 x 0.335; aM * z : ul USED 
CC10: 1.400 x 0.890 x 0.335; PXC-M10-24WS15-A 10.1W_ | 15V, 670 mA 48Y0175 | 66.96 
CC15: 1.500 x 1.264 x 0.295; 18 V to 75V 
CC25: 1.701 x 1.768 x 0.295; aya : 
C3 (SIP): 4.09 x 0.362 x0.705 XC-M10-48WS3P3-A BaW | 33V,25A 48Y0185 | 66.96 
PXC-M10-48WS05-A TOW 5V,2A 48yo181 | 66.96 
Output Output Price Each PXC-M10-48WS12-A 10w | 12V,830mA 48Y0182 | 66.96 
Mfg. Part No. Power 1 Stock No. 3 PXC-M10-48WS24-A tow | 24V,416 mA is 48v0184 | 66.96 
4.5 V to 9 V, Surface Mount PXC-M10-48WD05-A 10W 5V,1A 5V,1A 48Y0178 | 73.65 
@ CC1R50503SRE 1.5W 3.3 V, 400 mA 056909 = PXC-M10-48WD12-A Tow | 12V,416mA | -12V,416mA | 48v0179 | 73.65 
@ CC1R50505SRE 1.5W 5 V, 300 mA 05M6911 = SyCNianWDIER jow 1 15V,333 ma] 15,333 ma] a8vo1e0 | 73.65 
@ CC30512SRE sw 12V, 260 mA 05M6987 = PXC-M10-48WS15-A 10.1w | 15 V,670mA 48v0183 | 66.96 
4.5 V to 9 V, Through Hole Mounting PIM. 5444493 
@ CC1R50505SFE 1.5W 5 V, 300 mA 05M6910 10.23 
@ CC1R50512SFE 1.5W 12V, 125 mA 05me914 = 
© CC305105FE aw 72,250 mA 5Me986 = PXC-M10 SERIES 10 WATT SINGLE AND DUAL TDKLambda 
eccissse ai aay oe ; OUTPUT DC/DC CONVERTERS 
: 28.19 @ Industry standard DIP-24 package 
9 V to 18 V, Surface Mount © 9V to 36VDC or 18V to 75VDC input 
@ CC1R51205SRE 1.5W 5 V, 300 mA 05M6919 = © Medical safety certifications 
@ 5kVAC isolation (2xMOPPs) 
@ CC31205SRE 3W 5 V, 600 mA OSMG991 = © 2uA leakage current 
@ CC31212SRE 3W 12 V, 250 mA 056995 me © Low off-load power draw 
9 V to 18 V, Through Hole Mounting 
@ CC1R51203SFE 1.5W 3.3 V, 400 mA 05M6916 = 
@ CCIR51205SFE TSW 5 V, 300 mA 05M6918 10.23 
@ CC1R51212SFE 1.5W 12V, 125 mA 05m6922 = Price Each 
Output su ee 
@ CCS1205SFE a ea ontinls eomieoed aa Mfg. Part No. Power 1 2 Stock No. 1-9+ 
@ CC31212SFE 3W 12.V, 250 mA 05m6994 = dV 36V 
© CC61205SFE a as . an WAC PXC-M10-24WS3P3A | 63W | 33V,25A 48v0177 | 66.96 
@ CC612125FE on ire = seuisen 61S PXC-M10-24WS05-A TOW 5V,2A 4870173 | 66.96 
@ CC101205SFE 2219) PXC-M10-24WS12-A Tow | 12V,830mA 48y0174 | 66.96 
18 V to 36 V, Surface Mount PXC-M10-24WS24-A 40W 24 V, 416 mA iss 48Y0176 66.96 
@ CC1R52403SRE 1.5 3.3, 400 mA OsMieg2s = PXC-M10-24WDO05-A 10W 5V,1A SV,1A 48Y0170 | 73.65 
SCOT Ro2A00SRE Tow Sais00 inA OSMes2y 10:23 PXC-M10-24WD12-A fow | 12V,416mA | -12V.41emA | 48voi71 | 73.65 
@ CC32405SRE 3W 5 V, 600 mA eSMeaey EY PXC-M10-24WD15-A Tow | 15V,333mA | -15V,333mA | aevo172 | 73.65 
@ CC102405SRE iw pues CSMGaSY ss PXC-M10-24WS15-A foiw | 15V,670mA 480175 | 66.96 
18 V to 36 V, Through Hole Mounting 18V to 75V 
CON RO2A0SSEE —— —- -- i028 PXC-M10-48WS3P3-A_ | 83W | 33V,25A 480185 | 66.96 
@ CC1R52405SFE — : 7 se ~ a 10.75 PXC-M10-48WS05-A 40W 5V,2A 48Y0181 66.96 
© COsembsre cistale B 12.42 PXC-M10-48WS12-A Tow | 12V,830mA 4870182 | 66.96 
@ CC32412SFE 3W 12 V, 250 mA 05M7002 11.97 BYCMIOABWSDLA TOW] 24.416 mA — asvo1s4 | 66.96 
Scconene ou SWAZA OSM 2050 A768 PXC-M10-48WDO5-A TOW 5V.1A BV,1A 4870178 | 73.65 
@ CC6-2412SF-E ew 12 V, 500 mA weMIS 76 17.68 PXC-M10-48WD12-A jow | 12V,416mA | -12V,41emA | a8vo179 | 73.65 
wee O SEE — —— ~ oe ABs PXC-M10-48WD15-A Tow | 15V,333mA | -15V,333mA | 48vo180 | 73.65 
@ CC102412SFE f 28.19 PXC-M10-48WS15-A 10.14W | 15V,670 mA 48Y0183 | 66.96 
@ CC252405SFE 25W 5V,5A 05M6978 = 
PIM_5465917 
36 V to 76 V, Surface Mount 
@ CC1R54803SRE 1.5W 3.3 V, 400 mA 05M6933 = 
OCU ERE BW 12V, 250 mA O5M7011 aE CCG15 SERIES, 15 WATT SINGLE OUTPUT DC/DC TDK-Lambda 
@ CC104812SRE TOW 12V,1A 05M6974 = EES ices 
= industry standart xX footprin! 
36.V to 76 V, Through Hole Mounting © Wide range input: 9V to 36VDC or 18V to 76VDC 
@ CC1R54803SFE T5W 3.3 V, 400 mA 05M6932 10.23 © High efficiency - up to 88% 
PIM 103036 © Six sided shielding 


PXC-M10 SERIES 10 WATT SINGLE AND DUAL 
OUTPUT DC/DC CONVERTERS 
Industry standard DIP-24 package 

9V to 36VDC or 18V to 75VDC input 
Medical & ITE safety certifications 

5kVAC isolation (2xMOPPs) 


TDK:Lambda 


2uA leakage current 
Low off-load power draw 


Input Voltage Range 
Efficiency 


24V (9V to 36VDC), 48V (18V to 75VDC) 
Up to 88% 


Line Regulation 


3.3V Output: 13.2mW, 5V Output: 20mW, 
12V Output: 48mW, 15V Output: 6(OmW 


Load Regulation 


3.3V Output: 13.2mW, 5V Output: 20mW, 
12V Output: 48mW, 15V Output: 6(OmW 


Output Price Each Isolation Voltage 1500VDC 
Mfg. Part No. Power 4 2 Stock No. 1-9+ Operating Temperature -40°C to 85°C 
9V to 36V Dimensions (HxWxD): 0.39x1x1" 
PXC-M10-24WS3P3-A 8.3W 3.3 V,2.5A 48Y0177 66.96 Output Output Price Each 
PXC-M10-24WS05-A 10W 5V,2A 48Y0173 66.96 Mfg. Part No. Power 1 Stock No. 1-9+ 
PXC-M10-24WS12-A 10W 12 V, 830 mA 480174 66.96 9V to 36V 
PXC-M10-24WS24-A 10W 24 V, 416 mA m 48Y0176 66.96 CCG152403S 13.2W 3.3V,4A 94Y5560 28.11 
PXC-M10-24WD05-A 10W 5V,1A -5V,1A 48Y0170 73.65 CCG152405S 15W 5V,3A 9475561 29.28 
PXC-M10-24WD12-A 10W 12V,416mA | -12V,416 mA 48Y0171 73.65 
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760 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CCG15 SERIES, 15 WATT SINGLE OUTPUT DC/DC CONVERTERS (CONT.) 


POWER SUPPLIES 


DC-TO-DC CONVERTERS 


CCG30 SERIES 30 WATT SINGLE OUTPUT DC/DC 


TDK-Lambda 


Output Output Price Each CONVERTERS 
Mfg. Part No. Power 1 Stock No. 1-9+ @ Industry standard 1” x 1” footprint > 
© Wide input range: 9V to 36VDC or 18V to 

9V to 36V 76VDC 

CCG152415S 15W 15V,1A 94Y5563 29.28 @ High efficiency - up to 91% 

CCG152412S 15.6W 12V,13A 94Y5562 29.28 ®@ Six sided shielding 
18 V to 76V 

CCG154803S 13.2W 3.3V,4A 94Y5564 29.28 

CCG154805S 15W 5V,3A 94Y5565 29.28 Guinn Priceleach 

CCG154815S 15W 15V,1A 94Y5567 29.28 Mfg. Part No. Power Stock No. 1-9+ 

CCG154812S 15.6W 12V,1.3A 94Y5566 27.75 9V to 36V 
PIM_5626890 CCG302403S 23.1W 3.3V,7A 49Y4001 37.66 

CCG302405S 30W 5V,6A 49Y4002 37.66 
s r CCG302412S 30W 12V,2.5A 49Y4003 = 

oar ail eee TDK:-Lambda CCG302415S 30W 15V,2A 494004 37.66 
© Wide range input (4:1) (PXB15-xxW) RoHS _ 18 V to 76V 
: Lee eoear areecteon GeBerpian CCG304803S 23.1W 3.3V,7A 4974005 37.66 
© Six sided shielding ( € CCG304805S 30W 5V,6A 494006 37.66 
@ Agency approved CCG304812S 30W 12V,2.5A 49Y4007 37.66 
e Two-year manufacturer's warranty .-\¥ CCG304815S 30W 15V,2A 49Y4008 37.66 
PXB series DC/DC converters feature a 1 x 1” c us FM BARSBIL 


footprint, which can replace older 2 x 1” models. 
Mfg. part nos. with; N suffix indicates negative logic 
remote on/off; P indicates positive logic remote on/ 
off; T indicates trim - remote adjust (single ouput 
models only). UL recognized, CE compliant, VDE approved. 


SPECIFICATIONS: 


Mfg. Part No.: PXB15-xxS | PXB15-xxWS | PXB15-xxD | PXB15-xxWD 
Voltage Adjustment (T suffix): 10% nla 

Line Regulation: £0.2% +0.5% 

Load Regulation: +1.0% 

Remote On/Off: Negative Logic /N (standard): ON: Short or <1.2V, OFF: Open or 3-15V, 

Positive Logic /P (optional): ON: Open or 3-15V, OFF Short or <1.2V 

Isolation Voltage (Input to Putput): 1600 VDC minimum 

Dimensions: 1Lx 1W x 0.39"H 

Output Output Output Price Each 
Mfg. Part No. Power 1 2 Stock No. 1-9+ 

9Vto 18V 

@ PXB15-12S3P3/NT 13.2W 3.3V,4A 23R7758 56.51 
@ PXB15-12S05/NT 15W 5V,3A 23R7755 56.51 
@ PXB15-12S15/NT 15W 15V,1A an 23R7757 56.51 
@ PXB15-12D05/N 15W 5V,1.5A -5V,1.5A 2478881 62.66 
@ PXB15-12D12/N 15W 12V,625mA | -12V,625mA 2478882 62.66 
@ PXB15-12D15/N 15W 15 V, 500 mA -15 V, 500 mA 2478883 62.66 
@ PXB15-12S12/NT 15.6W 12V,1.3A 23R7756 56.51 
9V to 36V 

@ PXB15-24WS3P3/NT 13.2W 3.3V,4A 23R7772 62.66 
@ PXB15-24WSO5/NT 15W 5V,3A 23R7769 62.66 
@ PXB15-24WS15/NT 15W 15V,1A = 23R7771 62.66 
@ PXB15-24WDOSIN 15W 5V,1.5A -5V,1.5A 2478887 68.25 
@ PXB15-24WD12/N 15W 12V,625mA | -12V,625mA 2478888 68.25 
@ PXB15-24WD15/N 15W 15 V, 500 mA -15 V, 500 mA 2478889 68.25 
@ PXB15-24WS12/NT 15.6W 12V,1.3A 23R7770 62.66 
18 V to 36V 

@ PXB15-24S3P3/NT 13.2W 3.3V,4A 23R7765 56.51 
@ PXB15-24S05/NT 15W 5V,3A 23R7762 56.51 
@ PXB15-24S15/NT 15W 15V,1A ae 23R7764 56.51 
@ PXB15-24D05/N 15W 5V,1.5A -5V,1.5A 2478884 62.66 
@ PXB15-24D12/N 15W 12V,625mA | -12V,625mA 2478885 62.66 
@ PXB15-24D15/N 15W 15 V, 500 mA -15 V, 500 mA 2478886 62.66 
@ PXB15-24512/NT 15.6W 12V,1.3A 23R7763 56.51 
18V to 75V 

@ PXB15-48WS3P3/NT 13.2W 3.3V,4A 23R7786 62.66 
@ PXB15-48WSO5/NT 15W 5V,3A 23R7783 62.66 
@ PXB15-48WS15/NT 15W 15V,1A os 23R7785 62.66 
@ PXB15-48WDOSIN 15W 5V,1.5A -5V,1.5A 2478893 68.25 
@ PXB15-48WD12/N 15W 12V,625mA | -12V,625mA 2478894 68.25 
@ PXB15-48WD15/N 15W 15 V, 500 mA -15 V, 500 mA 2478895 68.25 
@ PXB15-48WS12/NT 15.6W 12V,1.3A 23R7784 62.66 
36 V to 75V 

@ PXB15-48S3P3/NT 13.2W 3.3V,4A 23R7779 56.51 
@ PXB15-48S05/NT 15W 5V,3A 23R7776 56.51 
@ PXB15-48S15/NT 15W 15V,1A asi 23R7778 56.51 
@ PXB15-48D05/N 15W 5V,1.5A -5V,1.5A 2478890 62.66 
@ PXB15-48D12/N 15W 12V,625mA | -12V,625mA 2478891 62.66 
@ PXB15-48D15/N 15W 15 V, 500 mA -15 V, 500 mA 2478892 62.66 
@ PXB15-48S12/NT 15.6W 12V,1.3A 23R7777 56.51 
PIM_153741 
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PH-A280 SERIES 50W TO 150W, 200 TO 425VDC 
INPUT DC-DC CONVERTERS 
200 to 425VDC input 

© Baseplate cooled 

© Full power @ 100°C baseplate 

© Quarter brick footprint 
e 
e 


TDK:Lambda 
G & 
A \Y US 
G 


5-year manufacturer's warranty 
UL recognized, CSA certified, CE compliant 


SPECIFICATIONS: 
Output Voltage 15V 
(Nom.): 
nput Voltage Range: 200 - 425VDC 


Output Voltage 2.97 9.6 12 19.2 
Adjustment: -3.96VDC -13.2VDC | -16.5VDC | -26.4VDC 


Ripple and Noise (Max.) 150mV 240mV 
pk-pk: 
Line and Load 24mV 30mV 48mV 
Regulation: 


Overcurrent Protection: 
Overvoltage Protection*: 


102-150% (Constant Current Style) 
115-145% 


130-200% | 125-150% 


Remote On/Off: Low = ON, Open = OFF 
Operating Temperature: -40°C to +100°C Baseplate, -40°C to +85°C Ambient 
Safety Agency Approvals: UL60950-1, CSA60950-1, EN60950-1, CE Mark 
Dimensions: 37.2mmW x 12.7mmH x 58.3mmD 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-9+ 
200 V to 425 V 
PH75A280-3.3 49.5W 3.3V,15A 48Y0153 155.09 
@ PH50A2805 50W 5V,10A 23X5814 132.93 
@ PH50A28012 50.4W 12V,4.2A 23X5811 132.93 
@ PH50A28048 52.8W 48V,1.1A 23X5813 132.93 
PH100A280-3.3 66W 3.3 V, 20A 48Y0148 146.57 
PH75A280-15 75W 15V,5A 48Y0151 155.09 
PH75A280-28 75.6W 28V,2.7A 48Y0152 155.09 
@ PH75A28048 76.8W 48V,1.6A 23X5817 155.09 
@ PH100A2805 100W 5V,20A 23X5807 148.71 
@ PH100A28012 100.8W 12V,84A 23X5804 146.57 
@ PH100A28048 100.8W 48V,2.1A 23X5806 146.57 
@ PH150A28012 150W 12V,12.5A 23X5808 193.86 
PH150A280-15 150W 15V, 10A 48Y0149 193.86 
@ PH150A28024 151.2W 24V,6.3A 23X5809 193.86 
PH150A280-28 151.2W 28V,5.4A 48Y0150 193.86 
@ PH150A28048 153.6W 48 V,3.2A 23X5810 193.86 
PIM_211511 


Dev Kit HO 


Find the Newest Development Kits & 


Evaluation Boards from Top Suppliers 
newark.com/dev-kits 


PIM_5624787 
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POWER SUPPLIES 


DC-TO-DC CONVERTE 


iEH SERIES, 300 WATT EIGHTH BRICK DC/DC 
CONVERTER 

@ Standard eighth brick footprint 
© 36-75VDC inputs 

@ 12V nominal outputs 

@ Through hole mounting 
e 
e 


TDK:-Lambda 


2250VDC basic isolation 
Digital adaptive control for fast transient 
response 
© High operating efficiency (up to 95.5%) 
© Constant switching frequency 
@ Baseplate cooled 


Output Price Each 
Mfg. Part No. Power 1 Stock No. 1+ 
36 V to 75 V 
IEH48025A120V-109R 300W 12V, 25A 78X5178 65.19 
PIM_5465389 


iQG SERIES 504W SINGLE OUTPUT QUARTER 
BRICK CONVERTERS 

@ Standard quarter brick footprint 
39V to 75VDC input 

12V outputs 

Through hole mounting 

Low 13.2mm profile 

1500VDC basic isolation 
Operating efficiency: up to 95% 
Constant switching frequency 
Starts with pre-biased output 
Baseplate cooled 


TDK:-Lambda 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1+ 
39 V to 75 V, 0.166” Pin Length 
1QG648042A120V-1U9-R 504W 12V,42A 70Y5449 99.36 
39 V to 75 V, 0.180” Pin Length 
1QG48042A120V-109-R 504W 12V,42A | 70Y5450 89.71 
PIM_5483468 


iAH SERIES 40A ADJUSTABLE OUTPUT POL DC/ 
DC CONVERTER 

© DOSA compatible footprint 

Surface mountable 

Constant switching frequency 

No external loop tuning components needed 
Excellent transient response 


TDK:-Lambda 


Output Output Output Tape Cut 
Mfg. Part No. Power Voltage Current Stock No. 1+ 
3.5 V to 17 V, Negative Logic 
1AH12040A007V-007-R 220W 700 mV to 5.5 V 40A 705447 25.80 
3.5 V to 17 V, Positive Logic 
1AH12040A007V-006-R 220W 700 mV to 5.5 V 40A 70Y5446 27.60 
PIM_5483470 
NON-ISOLATED, WIDE OUTPUT ADJUSTABLE ia Texas 
POWER MODULES INSTRUMENTS 
Authorized Distributor 
Oma ; 
Compliant 
Available 
Output Output | Output Price Each 
Mfg. Part No. Power Voltage Current Stock No. 1-9+ 
2.2V to 5.5V 
@ PTH04T220WAD 57.6W 690 mV to 3.6 V | 16A 27M0664 20.97 
2.95 V to 3.65 V 
@ PTH03010WAH 37.5W 800 mV to 2.5V 15A 87H2503 aan 
3Vto5.5V 
PTH04070WAS 10.8W 900 mV to 3.6 V 3A 4450218 = 
45V to 5.5V 
@ PTH05010WAH 54W 800 mV to 3.6 V | 15A 73H4315 a 
@ PTH05020WAH 79W 800 mV to 3.6 V | 22A 73H4317 = 
45V to 14V 
@ PTHO8T260WAZ 16.5W 690 mV to 5.5 V 3A 27M0672 = 
@ PTHO8T230WAD 33W 690 mV to 5.5 V 6A 03M9751 = 
@ PTHO8T240WAD 55W 690 mV to 5.5 V 10A 71K9425 = 
@ PTHO8T240WAZ 55W 690 mV to 5.5 V 10A 71K9429 = 
@ PTH08T220WAD 88W 690 mV to 5.5 V 16A 66K4116 = 
> CONTINUED > 
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NON-ISOLATED, WIDE OUTPUT ADJUSTABLE POWER MODULES (CONT.) 


Output Output Output Price Each 
Mfg. Part No. Power Voltage Current Stock No. 1-9+ 
4.5V to 18V 
@ PTHO8080WAH 10W 900 mV to 5.5 V 2.25A 24K0569 = 
PTHO8080WAS 10W 900 mV to 5.5 V 2.25A 24K4726 — 
7V to 28.7 V 
@ PTN78000AAH ow -15Vto-3V 1.5A 28K3818 = 
7V to 36V 
@ PTN78060WAH ies 2.5 V to 12.6 V 3A 7157324 _ 
@ PTN78000WAH 22.5W 2.5V to 12.6V 1.5A 65J6317 = 
PTN78000WAS 22.5W 2.5V to 12.6V 1.5A 65J6318 = 
@ PTN78020WAH 90W 2.5 V to 12.6 V 6A 73J8281 = 
PTN78020WAS 90W 2.5 V to 12.6 V 6A 73J8282 = 
10.2 V to 13.8 V 
@ PTH12030WAH 143W 1.2Vto5.5V 26A 90H3326 — 
10.8 V to 13.2 V 
@ PTH12000WAH 33W 800 mV to 1.8 V 6A 86H7984 -— 
PTH12000WAS 33W 1.2Vto5.5V 6A 87H2507 = 
@ PTH12060WAH 55W 1.2Vto5.5V 10A 90H0362 = 
15 V to 36V 
@ PTN78000HAH 22.5W 11.85 V to 22 V 1.5A 33K5367 = 
PIM_88862 
NON ISOLATED POINT OF LOAD DC/DC i Texas 
CONVERTERS INSTRUMENTS 
Authorized Distributor 
@ Input Voltage Range 2.7 V to 5.5 V @ Thermal Shutdown Protection 
© Output Voltage Range 0.6 V to 3.6 V @ Input Voltage UVLO for Power-Up, Power-Down, 
© Efficiency up to 95% © and Brown-Out Conditions 
® Integrated Inductor ® Only 5 External Components — Resistor Divider 
@ 8-Pin LLP Footprint © and 3 Ceramic Capacitors 
@ -40°C to 125°C Junction Temperature Range @ Small Solution Size 
@ Adjustable Output Voltage @ Low Output Voltage Ripple 
@ 2.0-MHz Fixed PWM Switching Frequency @ Easy Component Selection and Simple PCB 
@ Integrated Compensation @ Layout 
© Soft-Start Function @ High Efficiency Reduces System Heat Generation 
© Current Limit Protection 
Output Output Tape Cut 
Mfg. Part No. Voltage Current Stock No. 1-9+ 
2.7 V to 5.5 V 
@ LMZ10500SILT 3.6V 650mA 38X5919 oa 
@ LMZ10501SILT 3.6V 1A 38X5921 ae 
PIM_5465618 
ISOLATED UNREGULATED DC-TO-DC ia TEXAS 
CONVERTERS INSTRUMENTS 


Authorized Distributor 


RoHS _ 
Compliant 
Available 


DIP Package os 
SOP Package 


Part Number Information: 
@ (D) - Dual Output 


Thermal Protection 

Device-to-Device Synchronization 
EN55022 Class B EMC Performance e | 
JEDEC 14- and 18-Pin and SO-28 Packages e | 
Switching Frequency: 400kHz Max. eo | 
VOUT Accuracy: 5% 


Applications: Point-of-use power conversion, ground loop elimination, data acquisition, industrial control and 
instrumentation, and test equipment. UL 1950 recognized. 


B) - Series B 
P) - DIP Package 


) 
e 
e 
e 
° P-U) - SOP Package 
e 


Output Price Each 
Mfg. Part No. Case Style Input Voltage Voltage Stock No. 1-9+ 
400 kHz 
@ DCRO10505P DIP-18 Pins 45V-5.5V 49V-51V 74K3734 = 
@ DCRO10503P DIP-18 Pins 45V-55V | 3.234V-3.366V | 7409364 Ss 
@ DCV010505P-U SOP-14Pins | 4.5V-5.5V 4.75V -5.25V 7409384 = 
@ DCV010512DP-U SOP-14Pins | 4.5V-5.5V N4V-12.6V 74C9387 = 
@ DCV010515DP-U SOP-14Pins | 4.5V-5.5V | 14.25V-15.75V | 74C9393 = 
800 kHz 
@ DCP010505BP-U SOP-14Pins | 4.5V-5.5V 4.75 V -5.25V 35C1673 Es 
@ DCP020515DU SOP-28 Pins | 4.5V-5.5V | 14.25V-15.75V | 82K8332 es 
@ DCP010512DBP DIP-14 Pins 45V-5.5V N14V-12.6V 74K3720 zis 
@ DCP011512DBP DIP-14 Pins | 135V-165V | 11.4V-126V 74K3725 aS 
@ DCP012415DBP-U | SOP-14Pins | 21.6V-26.4V | 14.25V-15.75V | 76K4235 —_ 
> CONTINUED > 
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ISOLATED UNREGULATED DC-TO-DC CONVERTERS (CONT.) 


Output Price Each 
Mfg. Part No. Case Style Input Voltage Voltage Stock No. 1-9+ 
800 kHz 
@ DCP020505U SOP-28 Pins 4.5V-5.5V 4.25V -5.75V 74K3727 aa 
@ DCP020505P DIP-14 Pins 45V-5.5V 4.75V -5.25V 74K3726 = 
@ DCP021212P DIP-14 Pins | 10.8V-13.2V 1.4V-12.6V 74K3731 = 
@ DCP020503P DIP-14 Pins 45V-55V 3.13 V- 3.46 V 74C9339 = 
@ DCP020507P DIP-14 Pins 45V-5.5V 6.65 V - 7.35 V 74C9343 = 
@ DCP020509P DIP-14 Pins 45V-5.5V 8.55 V- 9.45 V 7409346 - 
@ DCV010512P-U SOP-14 Pins 45V-5.5V 1.4V-12.6V 74C9390 ae 
Push-Pull - 800 kHz 
@ DCP010515DBP DIP-14 Pins 45V-5.5V -15V - 15.75 V 74K3723 = 
@ DCP020515DP DIP-14 Pins 45V-5.5V 14.25V-15.75V | 79K6170 = 
Price Each 
Mfg. Part No. Stock No. 1-1-9+ 
YesDCP010505BP 74K3717 = 


PIM_63509 


R0.5Z SERIES, 0.5 WATT, DC/DC CONVERTERS 
1kVDC isolation voltage 

SMD package styles 

Single regulated output (internal linear regulator) 
UL94V-0 package material 

Fully encapsulated 

Efficiency to 62% 

EN55022 class A filter 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
4.75 V to 5.25 V 
@ R0.5Z-0505 500mW 5 V, 100 mA 64X2999 14.00 
11.4 V to 12.6 V 
@ R0.5Z-1205 500mW 5 V, 100 mA 64X3023 14.10 
PIM_212573 


R1SE SERIES, 1 WATT, DC/DC CONVERTERS 
1:1 input range 

5 pin SMD package standard 

Efficiency up to 75% 

1kVDC isolation 

Operating temperature from -40°C to +85°C 
UL certified 


Output Output Price Each 
Mfg. Part No. Power 4 Stock No. 1-4+ 

4.5V to 5.5V 

@ R1SE-0505 1W 5 V, 200 mA 64X4362 3.78 
4.5 V to 5.5 V, 8 Pin Version 

@ R1SE8-0505 1W 5 V, 200 mA 64X4364 5.23 
4.5 V to 5.5 V, Tape & Reel Packing 

@ R1SE-0505-R 1W 5 V, 200 mA 64X9454 4.80 
PIM_212575 


RBE SERIES, 1 WATT, DC/DC CONVERTERS 
@ 1:1 input range 

© Efficiency to 76% 

@ -40°C to +85°C operating temperature range 
© UL certified 


r | 1 
yu ue 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
4.5V to 5.5V 
@ RBE-0505S 1wW 5 V, 200 mA 62X9914 3.26 
PIM_212579 
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POWER SUPPLIES 


0-DC CONVERTERS 


REE SERIES, 1 WATT, DC/DC CONVERTERS 
@ 14:1 input range 

© Efficiency to 76% 

@ -40°C to +85°C operating temperature range 


Compliant 
© UL certified ‘omplian 


Available 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
45V to 5.5V 
@ REE-0505S 1wW 5 V, 200 mA 63X8477 Guilty 
PIM_212586 


R1SE/H2 SERIES, 1 WATT, DC/DC CONVERTERS 
@ SMD case style 

@ Tape and reel packaging 

© UL-60950-1 certified 

© Operating temperature: -40°C to 100°C 
© Efficiency up to 76% 

@ 2kVDC isolation 


Output Output Tape Cut 
Mfg. Part No. Power 1 Stock No. 1-4+ 
2.97 V to 3.63 V 
@ R1SE-3.305/H2-R 1w 5 V, 200 mA 44Y8986 4.59 
4.5V to 5.5V 
@ R1SE-0505/H2-R 1Ww 5 V, 200 mA 448981 5.12 
@ R1SE-0512/H2-R 1w 12 V, 84 mA 44Y8982 3.63 
@ R1SE-0515/H2-R 1w 15 V, 66 mA 448983 3.63 
10.8 V to 13.2 V 
@ R1SE-1205/H2-R 1W | 5 V, 200 mA 44Y8984 3.95 
13.5 V to 16.5 V 
@ R1SE-1505/H2-R 1W 5 V, 200 mA 44Y8985 
PIM_5422637 


R1SE/H2 SERIES, 1 WATT, DC/DC CONVERTERS 
© SMD case style 

© Tape and reel packaging 

© UL-60950-1 certified 

© Operating temperature: -40°C to 100°C 
© Efficiency up to 76% 

@ 2kVDC isolation 


Output Output Tape Cut 
Mfg. Part No. Power 1 Stock No. 1-4+ 

2.97 V to 3.63 V 

@ R1SE-3.305/H2-R 1w 5 V, 200 mA 448986 4.59 
45V to 5.5V 

@ R1SE-0505/H2-R 1w 5 V, 200 mA 448981 Bal 
@ R1SE-0512/H2-R 1w 12 V, 84 mA 44Y8982 3.63 
@ R1SE-0515/H2-R 1w 15 V, 66 mA 448983 3.63 
10.8 V to 13.2 V 

@ R1SE-1205/H2-R 1w 5 V, 200 mA 44Y8984 3.95 
13.5 V to 16.5 V 

@ R1SE-1505/H2-R 1w 5 V, 200 mA 448985 3.95 
PIM_5465766 


RXXP2XX/R SERIES, 2 WATT, DC/DC 
CONVERTERS 

@ UL/CSA and EN safety certified 

@ EN-61010 for test, measurement and lab use 

@ EN-60601 for medical applications 

® Reinforced isolation 6.4kVDC or 8kVDC 

© Compact SIP7 package 

© Efficiency to 88% 

@ Low isolation capacitance 
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DC-TO-DC CONVERTERS 


RXXP2XX/R SERIES, 2 WATT, DC/DC CONVERTERS (CONT.) 


R-78-1.0 SERIES, 1A, DC/DC CONVERTERS ———— ——————— 
Efficiency up to 94% E. 


5 e ( ) 
Output Output Output eliceeeehl ® No need for heatsinks 
Mfg. Part No. Power 1 2 Stock No. ie © Low profile (11.5x7.5x10.2mm) Gop tinaian 
4.5 V to 5.5 V, 6.4kV Isolation © Wide input range (4.75V to 18V) Available 
@ ROSP205S/R6.4 2w 5 V, 400 mA fe 64X3183 20.63 © Short circuit protection, thermal shutdown 
7 @ Non standard outputs available as specials 
4.5 V to 5.5 V, 8kV Isolation © Low ripple and noise 
@ RO5P205S/R8 2W 5 V, 400 mA 7 64X3184 23.18 
@ RO5P205D/R8 2W 5 V, 200 mA -5 V, 200 mA 64X3175 24.82 
10.8 V to 13.2 V, 6.4kV Isolation 
@ R12P212D/R6.4 2W 12 V, 85 mA -12 V, 85 mA 64X4965 22.52 
10.8 V to 13.2 V, 8kV Isolation 
@ R12P212S/R8 2W 12 V, 167 mA sie 64X4975 23.65 
PIM_212602 Output Output Price Each 
Mfg. Part No. Power Voltage Current Stock No. 1-4+ 
4.75 V to 18 V 
R-78-0.5 SERIES, 0.5A, DC/DC CONVERTERS qe 
@ Efficienc me @ R-781.8-1.0 1.8W 1.8V 1A 62X9534 9.07 
y up to 97% 
© Non isolated psu @ R-782.5-1.0 2.5W 2.5V 1A 62X9538 9.07 
@ No need for heatsinks Compliant @ R-783.3-1.0 3.3W 3.3V 1A 62X9540 9.07 
@ Very low profile(11.5x7.5x10.2mm ) Available 
© Wide input range.(4.75V to 32V) 6.5V to 18V 
© Short circuit protection, thermal shutdown @ R-785.0-1.0 5W 5V 1A 62X9542 8.28 
@ Low ripple and noise 
@ UL94V-0 package material PINCaleaee 
e EMC, safety certified 
ROF-78E SERIES, DC/DC CONVERTERS RECOM 
&Bims ; 
Compliant 
Available 
Output Output Price Each 
Mfg. Part No. Power Voltage Current Stock No. 1-4+ 
4.75 V to 32 V 
@ R-781.8-0.5 900mWw 1.8V 500mA 62X9533 8.25 
@ R-782.5-0.5 1.25W 2.5V 500mA 62X9537 8.25 
@ R-783.3-0.5 1.65W 3.3V 500mA 62X9539 7.93 
6.5V to 32V © Low profile 4.5mm © Short circuit protection 
- @ Wide input range (5V to 36V) ® Castellated connections 
@ R-785.0-0.5 2.5W 5V 500mA | 62X9541 8.40 
8Vto32V Output Output Output Tape Cut 
Mfg. Part No. Power Voltage Current Stock No. 1-4+ 
@ R-786.5-0.5 3.25W 6.5V 500mA 62X9543 8.44 5V to 36V 
11 V to 32V @ ROF-78E3.3-0.5SMD-R 1.65 3.3V 500mA 64X9451 3.92 
@ R-789.0-0.5 4.5W 9V 500mA | 62X9544 9.07 OV to 36V 
15V to 32V @ ROF-78E5.0-0.5SMD-R 2.5W 5V 500mA 64X9452 5.32 
@ R-7812-0.5 6wW 12V 500mA | 62X9535 9.07 Paes 
18 V to 32V a 
@ R-7815-0.5 7.5W 15V 500mA 62X9536 8.33 
ausee R-78B-1.0 SERIES, 1A, DC/DC CONVERTERS —_——_ 
Z Efficiency up to 97% E. oO M 
Non isolated stig 
R-78E-0.5 SERIES, 0.5 AMP, DC/DC —————* Noneed for heatsinks Gee tinoint 


CONVERTERS 

@ Switching regulator 

@ High startup current capability 
© Efficiency up to 92 % 

© Short circuit protection 


Available 


Compliant 


Low profile (11.5x8.5x17.5mm) 

Wide input range.(4.75V to 34V) 

Short circuit protection, thermal shutdown 
Low ripple and noise R-78Bxx-1.0 
“L” version with 90° pins 


e 
e 
e 
e Available 
e 
e 
e 
e 


Output Output Output Price Each 
Mfg. Part No. Power Voltage Current Stock No. 1-4+ 
6V to 28V 
@ R-78E3.3-0.5 | 1.65W 3.3V 500mA | 62X9498 Bee) 
TV to 28V 
@ R-78E5.0-0.5 2.5W 5V 500mA 62X9499 2.83 
PIM_212628 
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PIM_5591167 


Output Output Price Each 
Mfg. Part No. Power Voltage Current Stock No. 1-4+ 
4.75 V to 26 V 
@ R-78B1.8-1.0 1.8W 1.8V 1A 62X9466 10.53 
4.75 V to 32 V 
@ R-78B2.5-1.0 2.5W 2.5V 1A 62X9474 10.53 
@ R-78B3.3-1.0 3.3W 3.3V 1A 62X9478 10.09 
4.75 V to 32 V, 90° Bent Pins 
@ R-78B2.5-1.0L 2.5W 2.5V 1A 62X9475 11.18 
@ R-78B3.3-1.0L 3.3W 3.3V 1A 62X9479 10.72 
6.5 V to 32 V 
@ R-78B5.0-1.0 5W 5V 1A 62X9482 10.09 
6.5 V to 32 V, 90° Bent Pins 
@ R-78B5.0-1.0L SW 5V 1A 62X9483 10.71 
9V to 32V 
@ R-78B6.5-1.0 6.5W 6.5V 1A 62X9486 10.91 
12V to 32V 
@ R-78B9.0-1.0 QW ov 1A 62X9490 = 
12 V to 32 V, 90° Bent Pins 
@ R-78B9.0-1.0L ow ov 1A 62X9491 11.58 
16 V to 32V 
@ R-78B12-1.0 12W 12V 1A 62X9470 10.97 
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R-78B-1.0 SERIES, 1A, DC/DC CONVERTERS (CONT.) 


Output Output Output Price Each 
Mfg. Part No. Power Voltage Current Stock No. 1-4+ 

16 V to 32 V, 90° Bent Pins 

@ R-78B12-1.0L 12W 12V 1A 62X9471 11.58 
20 V to 32 V 

@ R-78B15-1.0 15W 15V 1A 62X9472 10.88 
20 V to 32 V, 90° Bent Pins 

@ R-78B15-1.0L 15W 15V 1A 62X9473 12.08 
PIM_212625 


R-78C-1.0 SERIES, 1A, DC/DC CONVERTERS 


Efficiency up to 96% 

No need for heatsinks 

Low profile (11.6x8.5x10.4mm) 
Wide input range (7V to 42V) 


Low ripple and noise 


Short circuit protection, thermal shutdown 


RoHS 
Compliant 


Available 


Output Output Output Price Each 
Mfg. Part No. Power Voltage Current Stock No. 1-4+ 

5V to 42V 

@ R-78C1.8-1.0 1.8W 1.8V 1A 62X9492 10.98 
7V to 42V 

@ R-78C3.3-1.0 3.3W 3.3V 1A 62X9495 10.36 
8V to 42V 

@ R-78C5.0-1.0 SW 5V 1A 62X9496 10.52 
12V to 42V 

@ R-78C9.0-1.0 ow 9V 1A 62X9497 11.12 
15V to 42V 

@ R-78C12-1.0 12W 12V 1A 62X9493 10.17 
18 V to 42V 

@ R-78C15-1.0 15W 15V 1A 62X9494 12.63 
PIM_212627 


R-78E-1.0 SERIES, 1 AMP, DC/DC CONVERTERS 


© Efficiency up to 91% 


Low profile: 11.6x8.5x10.4mm 
Wide input range (7V - 28V) 


e 
e 
e 
© Short circuit protection 


Pin-out compatible with LM78Xx linear regs. 


POWER SUPPLIES 


0-DC CONVERTERS 


RECOM 


Output Output Output Price Each 
Mfg. Part No. Power Voltage Current Stock No. 1-4+ 
7V to 28 V 
@ R-78E3.3-1.0 3.3W 3.3V 1A 51¥4020 4.00 
8V to 28 V 
@ R-78E5.0-1.0 5W 5V 1A 83X9336 4.00 
PIM_5456480 


IE SERIES 1 WATT SINGLE OUTPUT DC/DC CONVERTERS 


SIP or DIP package 

1000VDC isolation 

Industry standard pinout 

Short circuit protection 

Three-year manufacturer's warranty 


SPECIFICATIONS: 


Available 


Input Voltage (Nom. +10%): 


5VDC, 12VDC or 24VDC Models 


Line Regulation: 


1.2%/1% AVin 


Load Regulation: 


+10%, 20-100% Load Change, 3.3V models +20% 


Ripple & Noise: 


100mV pk-pk max., 20MHz BW 


MTBF: 


>1.1MHrs. to MIL-HDBK-217F @ 25C°, GB 


Operating Temperature: 


-40°C to +85°C 


Dimensions: 


SIP: 0.46W x 0.38H x 0.24"L; DIP: 0.5W x 0.27H x 0.4"L 


R-78B-1.5 SERIES, 1.5A, DC/DC CONVERTERS E oO M Output Output Price Each 
© Efficiency up to 95% Mfg. Part No. Power 1 Stock No. 4-44 
® Non isolated 
© No need for heatsinks Gap singin 4.5V to 5.5 V, DIP Package 
© Low profile (11.5x8.5x17.5mm) Available @ 1E0505D 1w 5 V, 200 mA 04R8549 4.85 
© Wide input range (4.75V to 18V) 
© Short circuit protection, thermal shutdown 4.5 to 5.5 V, SIP Package 
© Low ripple and noise R-78Bxx-1.5 @ |E0503S iw 3.3 V, 300 mA 88M0709 = 
@ “L” version with 90° pins @ |E0505S 1W 5 V, 200 mA 88M0711 5.39 
@ |E0509S 1W 9V, 111 mA 88M0713 4.85 
@ 1E0524S 1W 24V, 42 mA 88M0719 4.22 
10.8 V to 13.2 V, SIP Package 
@ 1E1203S 1W 3.3 V, 300 mA 88M0721 4.85 
@ 1E1209S 1W 9V, 111 mA 88M0725 4.86 
Output Output Output Price Each @1E1212S 1W 12 V, 84mA 88M0727 5.39 
Mfg. Part No. Power Voltage Current Stock No. 1-4+ @ 1E12248 1W 24 V, 42 mA 88M0731 4.86 
4.75\ to 18V 21.6 V to 26.4 V, DIP Package 
@ R-78B3.3-1.5 4.05W 33 {5A Ce) 12.25 @ IE2405D 1W 5 V, 200 mA 04R8554 4.86 
4.75 V to 18 V, 90° Bent Pins @ 1E2415D 1W 15 V, 66 mA 04R8556 4.86 
@ R-78B3.3-1.5L 4.95W 3.3V 1.5A 62X9481 q3:3% 21.6 V to 26.4 V, SIP Package 
6.5 V to 18V @ 1E2403S 1W 3.3 V, 300 mA 88M0733 4.86 
@ R-78B5.0-1.5 7.5W 5V 1.5A 62X9484 12.37 @ IE2405S 1W 5 V, 200 mA 88M0735 5.39 
6.5 V to 18 V, 90° Bent Pins @ IE24098 1W OV, 111 mA 88M0737 4.86 
@ R-78B5.0-1.5L Taw 5V 1.54 Senses 12.33 @ 1E24158 1W 15 V, 66 mA 88M0741 4.85 
8V to 18V @ 1E2424S 1W 24 V, 42 mA 88M0743 — 
@ R-78B6.5-1.5 9.75W 6.5V 1.5A 62X9488 12.78 PIM_108584 
PIM_212626 


ISE SERIES 1 WATT SINGLE OUTPUT DC/DC CONVERTERS 
Single output 

SMD package 

Industry standard pinout 

Operating temperature: -40°C to 105°C 
1500VDC isolation 

3000VDC option -H 

3 year warranty 
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DC-TO-DC CONVERTERS 


ISE SERIES 1 WATT SINGLE OUTPUT DC/DC CONVERTERS (CONT.) ITA SERIES 1 WATT DUAL OUTPUT DC/DC CONVERTERS (CONT.) 
Input Voltage Range: | 3.3V (2.97V to 3.63VDC), 5V (4.6V to 5.5VDC), 12V (10.8V to 13.2VDC), Input Voltage Range: BV (4.5V to 5.5VDC), 12V (10.8V to 13.2VDC), 24V (21.6V to 26.4VDC) 
15V (13.5V to 16.5VDC), 24V (21.6V to 26.4VDC) Line Regulation: ¥12%/1%Vin 
Line Regulation: £1.2%/1%Vin Load Regulation: +5%I-2.5% from 10% to full load from 70% load point 
Load Regulation: See datasheet Ripple & Noise: 60mV pk-pk max @ 20MHz bandwidth, measured using 0.1y1F capacitor 
Ripple & Noise: 30mV pk-pk max (3.3V, 5V and 12V models) and 60mV pk-pk max (15V Isolation: 4500VDC 
isolation: andi24V models) oll Asse O-1UF capacitor Operating Temperature: -40°C to 105°C, derate from 100% load at 95°C to 90% load at 105°C 
Operating Temperature: | -40°C to 105°C, derate from 100% load at 100°C to 80% load at 105°C Eniselens: SE as onee eset shod 
Emissions: EN55022 Class B conducted and radiated with filter Dimensions (HxWxD): — 
Dimensions (HxWxD): 0.285 x 0.5 x 0.44” Output Output Output Price Each 
oni ead Price Each j Fite i we Power 1 2 Stock No. 1-4+ 
— . 0 2. 
= ea - o“_ 1 See i @ ITA0505S 1W 5V, 100 mA BV, 100 mA 44Y5504 7AM 
es ee  2masi2s 1W 12V,41.6mA | -12V,41.6mA 44Y5505 7A 
Sere a TURN AVEO 50 @ ITA0515S 1W 15V,33.3mA | -15V,33.3mA 44Y5506 7.88 
@ ISE0305A 1w 5 V, 200 mA 445396 Bale) eevineey 
Seer a ae aavEaor a @ 1TA1205S 1W 5 V, 100 mA 5 V, 100 mA 44Y5507 7A 
@ ISEO312A Ww 12V,84 mA aE = @ ITA12128 1W 12V,41.6mA | -12V,41.6mA 44Y5508 7.88 
Sera a ‘aan ayEacS = @ ITA1215S 1W 15V,33.3mA | -15V,33.3mA 44Y5509 7A 
@ ISEO315A 1W 15 V, 67 mA 44Y5400 4.64 avuey 
aie a TT aaveand - @ ITA2405S 1W 5 V, 100 mA 5 V, 100 mA 44Y5510 7A1 
errr aH TSS Oe aes a @ 1TA24128 1W 12V,41.6mA | -12V,41.6mA A4Y5511 7A1 
STE a ree mavens = @ 1TA2415S 1W 15V,33.3mA | -15V,33.3mA 44Y5512 7A 
45V to 5.5V eee 
@ ISEO503A 1W 3.3 V, 303 mA 44Y5404 i 
ect iW UR 7AY5405 = ITV SERIES 1 WATT SINGLE AND DUAL OUTPUT DC/DC <1 on 
@ ISEO505A 1W 5 V, 200 mA 44Y5406 = CONVERTERS |] i ( 
@ ISEOS06A Ww BV, 167 mA CNN a 4 pens ee -40°C to 105°C XP Power 
@ ISEO506A-H 1W 6 V, 167 mA 44Y5409 = @ SIP package 
@ ISEO509A 1W QV, 111 mA 44Y5410 _ © Full load at 95°C ambient 
@ ISEO509A-H iW OV, 111 mA 44Y5411 te ie 
@ ISEO512A 1W 12V, 84 mA 44Y5412 5.15 © MTBF>3.5MHrs 
@ ISE0512A-H 1W 12V, 64 mA 44Y5413 = © 3 year warranty 
@ ISEO515A 1W 15 V, 67 mA 44Y5414 a 
@ ISEO515A-H 1W 15 V, 67 mA 44Y5415 = 
@iseosaga | WT 4 mA ASE [input Voltage Range: BV (4.5 to 5.5VDC), 12V (10.8V to 13.2VDC), 24V (21.6V to 26.4VDC) 
@ ISEO524A-H 1W 24 V, 42 mA 44Y5417 = ie Raealatiens HDAN%Vn 
10.8 V to 13.2 V Load Regulation: +5%/-2.5% from 10% to full load from 70% load point 
@ ISE1203A 1W 3.3 V, 303 mA 4aY5418 3.86 Ripple & Noise: 60mV pk-pk max @ 20MHz bandwidth, measured using 0.1uF capacitor 
@ ISE1203A-H 1W 3.3 V, 303 mA 44Y5419 5.00 Isolation: 3000VDC 
@ ISE1205A iw 5 V, 200 mA 445420 3.86 Operating Temperature: -40°C to 105°C, derate from 100% load at 95°C to 90% at 105°C 
@ ISE1205A-H 1W 5V, 200 mA 44Y5421 — Emissions: EN55022 Class B conducted and radiated with external filter 
@ ISE1209A 1W OV, 111 mA 44Y5422 5.15 Dimensions (HxWxD): 0.39 x 0.76 x 0.24” 
@ ISE1209A-H 1W QV, 111 mA 44Y5423 5.00 ae oan Balan Price Each 
@ ISE1212A iW 12.V, 84 mA GNeE) = Mfg. PartNo. | Power : 2 Stock No. 1-44 
@ ISE1215A 1W 16 V, 67 mA 44Y5426 3.86 45Vto55V 
@ ISE1215A-H w 15 V, 67 mA 44YS427 = @ ITV0505SA 1W 5 V, 200 mA . 44Y5563 7.70 
13.5 V to 16.5 V @ ITV0512SA iW 12 V, 83.3 mA = 44Y5565 7.70 
@ ISE1505A 1w 5 V, 200 mA 44Y5428 3.86 “ervosissa «|S w)SC*dsCi‘tS 07m =|S™S™~wSS:S~*~*~*~*é«~*YSC*éYSSST == 
@ ISE1505A-H w 5V, 200 mA 44Y5429 os @ ITV0505S 1W 5 V, 100 mA BV, 100 mA 44Y5562 8.03 
@ ISE1515A iw 15.V, 67 mA AAN0430 = @ ITV05128 1W 12V,41.6mA | -12V,41.6mA 44Y5564 8.03 
@ ISE1515A-H w 15, 67 mA — __||_0il_as 1W 15V,33.3mA | -15V,33.3mA 44Y5566 8.03 
21.6 V to 26.4V 10.8V to 132V 
@ ISE2405A tw 5V, 200 mA ete = @ ITV1205SA tw 5 V, 200 mA a 44Y5569 7.70 
@ ISE2405A-H iw 5V, 200 mA AAY5433 Ee @ ITV12128A 1W 12V, 83.3 mA = 445571 7.70 
@ ISE2409A iw 9, (11 mA es = @ ITV1215SA tw 15 V, 66.7 mA nm 445573 7.70 
@ ISE2409A-H tw QV, 111 mA 44Y5435 6.00 @ivinss | tw | 5V,100mA | -5V,100mA | 44v5568 | 8.03, 
@ ISE2412A 1W 12.V, 84 mA 4AY5436 3.86 @ ITV12128 1W 12V,41.6mA | -12V,41.6mA 44Y5570 8.03 
@ ISE2412A-H w 12V, 84 mA 44Y5437 acs @ ITV1215S 1W 15V,333mA | -15V,33.3mA 44Y5572 8.03 
@ ISE2415A 1W 16 V, 67 mA 44Y5438 = 71.6 V to 264V 
@ ISE2415A-H iW 1.¥,,60 mA Ne 5.00 @ ITV2405SA aw 5 V, 200 mA 2 44Y5575 7.70 
@ ISE24240 mm 24 V, 42 mA eee 5.15 @ 11V24128A tw 12V, 63.3 mA A 44Y5577 7.70 
PIM_6421026 @ ITV2415SA 1W 15 V, 66.7 mA = 44Y5579 7.70 
@ 11v24058 1W 5 V, 100 mA -5V, 100 mA 44Y5574 8.54 
ITA SERIES 1 WATT DUAL OUTPUT DC/DC CONVERTERS @ ITV2412S 1W 12V, 41.6 mA -12V, 41.6 mA 44Y5576 8.03 
Dual output @ ITV24158 1W 15V,33.3mA | -15V,33.3mA 44Y5578 8.03 
SIP package 


Operation temperature: -40°C to 105°C PIM_5421064 


Full load to 95°C ambient 

1500VDC isolation 

Class B conducted & radiated emissions 
MTBF >3.5MHrs. 

3 year warranty 


> CONTINUED > 
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POWER SUPPLIES 
DC-TO-DC CONVERTERS 


IEU02 SERIES, 2 WATT SINGLE AND DUAL OUTPUT DC/DC 
CONVERTERS 
@ Regulated single & dual output 


ISU02 SERIES, 2 WATT SINGLE AND DUAL OUTPUT DC/DC CONVERTERS 
(CONT.) 


[ Dimensions (HxWxD): 0.75 x 0.67 x 0.34” ] 
XP Power { ) 


© 2:1 input range 
; rele kage Output Output Output Price Each 
© Operating temperature: -40°C to 5°C Mfg. Part No. Power 1 2 Stock No. 1-4+ 
¢ ITE safety approvals 45Vto12V 
© Full loadat 70°C : tt @ 1SU0205S05 2w 5 V, 400 mA es 22AC3828 | 25.56 
SR aa © 18002058012 2 12V, 167 mA 7 22AC3826 = 
@ 1SU02058015 2wW 15 V, 134 mA ie 22AC3827 = 
@ 1SU0205824 2W 24 V, 83 mA et 22AC3829 | 25.56 
@ 1SU0205D12 2W 12 V, 83 mA 12V,83mA | 22AC3824 | 26.63 
Input Voltage Range: 5V (4.5V to 10VDC), 12V (QV to 18VDC), 24V (18V to 36VDC), 48V (36V @ 1SU0205D15 2 15 V, 67 mA -15V,67mA | 22AC3825 | 28.33 
to 75V) 9V to 36V 
Line Regulation: #0.2% @ 1SU0224S05 2 5 Vv, 400 mA 2 22003832 | 25.56 
Load Regulation: al" @ 1Su0224812 2W 12V, 167 mA ri 22AC3833 | 25.56 
Ripple & Noise: 70mV pk-pk max @ 20MHz en using 0.47uF ceramic @ 180224815 OW 15 V, 134 mA . 22AC3834 25 56 
isolation: TeUOYDG @ 1su0224824 2wW 24 V, 83 mA 7 22AC3835 | 25.56 
Operating Temperature: 40°C 10 95°C @ 1SU0224D12 2W 12 V, 83 mA 12V,83mA | 22AC3830 | 28.33 
Emissions: EN55022 Class A conducted and radiated @ ISU0224D15 aw 15 V, 67 mA “15 V, 67 mA 22AC3831 26.63 
Dimensions: 0.31 x 0.55 x 0.55” 18 V to 75V 
= SEEN @ 1SU0248S05 2w 5 V, 400 mA 2 22AC3837 | 25.56 
put Output Output =r = @ 180248812 Ww 12 V, 167 mA a 22AC3838 | 25.56 
is ee ete: Howse s z Sock Ne: is @ 1SU0248815 2W 15 V, 134 mA 7 22AC3839 | 25.56 
ereunssovs [wT eavn0ma [eee an eo [aw | avaema | aneona | ance | pees 
@ IEU0205S05 2w 5 V, 400 mA 2 98Y3941 20.02 = : - . 
@ IEU0205S12 2w 12V, 167 mA *s 98v3942 | 20.02 Pincorersee 
© IEU0205815 2w 15 V, 134 mA a 98Y3943 20.02 
@ IEU0205D05 2w 5 V, 200 mA -5 V, 200 mA 98Y3938 22.02 ISU03 SERIES, 3 WATT SINGLE AND DUAL OUTPUT DC/DC 
@ 1EU0205D12 2W 12V, 83 mA “12V,83mA | _ 98Y3939 22.02 CONVERTERS 
@ 1EU0205D15 2W 15 V, 67 mA “15 V, 67 mA 9873940 20.70 : brvepe payin output 
9V to 18V © Compact SMD package 
@ IEU0212S3V3 2W 3.3 V, 400 mA = 98Y3951 18.82 ® 1500VDC isolation . . 
@ IEU0212805 2W 5 V, 400 mA e g8vse48 | 18.62 : ase pensiiek ica ati 
@ IEU0212812 2w 12 V, 167 mA n 98Y3949 18.82 © Remote On/Off 
@ IEU0212815 2w 15 V, 134 mA a 98Y3950 20.02 © 3 year warranty 
@ IEU0212D05 2w 5 V, 200 mA -5V, 200 mA 98Y3945 22.02 
@ IEU0212D12 2w 12 V, 83 mA -12V, 83 mA 98Y3946 20.70 
@ IEU0212D15 2w 15 V, 67 mA -15 V, 67 mA 98Y3947 20.70 
18 V to 36 V Input Voltage Range: 5V (4.5V to 12VDC), 24V (9V to 36VDC), 48V (18V to 75VDC) 
@ IEU022483V3 2w 3.3 V, 400 mA - 98Y3958 20.02 Line Regulation: +0.5% 
@ IEU0224805 2W 5 V, 400 mA de 98Y3955 20.02 Load Regulation: +1.0% 
@ IEU0224812 2w 12 V, 167 mA ae 98Y3956 20.02 Ripple & Noise: 50mV pk-pk max @ 20MHz bandwidth, measured using 0.47uF ceramic 
@ 1EU0224815 Ww 15 V, 134 mA Zz 98Y3957 20.02 — capacitor 
@ IEU0224D05 2W 5V,200mA | -5V,200mA | 98Y3952 | 909 Seevating faa aap 
@EUOZZADI A (2, 83.mA HEN, SSM COG 2202 Emissions: EN55022 Class A conducted 
@ IEU0224D15 2w 15 V, 67 mA -15 V, 67 mA 98Y3954 22.02 Dimensions (HxWxD): OES OeT Oi" 
36 V to 75V 
@ IEU0248S3V3 2w 3.3 V, 400 mA = 983965 20.02 Output Output Output Price Each 
@ 1EU0248S05 2W 5 V, 400 mA e gsv3962 | 20.02 Mfg. Part No. Power 4 2 Stock No. i 
@ IEU0248S12 2W 12V, 167 mA = 98v3963 | 20.02 4.5V to 12V 
© Fu0248sis OW 15 V, 134 mA — 98y3064 500 @ ISU0305S05 3w 5 V, 600 mA 22AC3845 | 26.88 
@ IEU0248D05 2W 5 V, 200 mA -5V, 200 mA 98Y3959 22.02 @ 1SU0305S012 3W 12, 250 mA as 22AC3843 = 
@ 1EU0248D12 Ww 12 V, 83 mA “12 V, 83 mA 98Y3960 22.02 @ 1SU0305S015 ow 15, 200 mA 22AC3844 | 26.89 
@ 1EU0248D15 Ww 15 V, 67 mA -15 V, 67 mA 9873961 22.02 @ ISU0305S24 sw 24 V, 125 mA 22AC3846_ | 26.89 
PAN sede 100 @ 1SU0305D12 3w 12V,125mA | -12V,125mA | 22AC3841 27.96 
- @ 1SU0305D15 3w 15V,100mA | -15V,100mA | 22AC3842 | 27.96 
9V to 36V 
ISU02 SERIES, 2 WATT SINGLE AND DUAL OUTPUT DC/DC a : © 1Su0324508 aw Sv, 600 mA — 2AC3849 | D860 
pee ate dial outpat D a @ 1SU0324812 3w 12 V, 250 mA - 22AC3850 | 26.89 
@ Wide 4:1 input range XP Power @ 1SU0324S15 3W 15 V, 200 mA -_ 22AC3851 26.89 
© Compact SMD package @ 1SU0324S24 3W 24 V, 125 mA ” 22AC3852 26.89 
: esata ee aieewe @ 1SU0324D12 3w 12V, 125 mA “12. V, 125 mA 22AC3847 27.96 
@ ITE safety approvals @ 1SU0324D15 3w 15 V, 100 mA -15 V, 100 mA 22AC3848 = 
@ Remote On/Off 18 V to 75V 
#°3 year warranty @ 1SU0348S05 3w 5 V, 600 mA _ 22AC3854_ | 26.89 
@ ISU0348812 3W 12 V, 250 mA 2 22AC3855 | 26.89 
@ ISU0348815 3w 15 V, 200 mA 7 22AC3856 | 26.89 
@ 1SU0348824 3w 24 V, 125 mA > 22AC3857 | 26.89 
Input Voltage Range: 5V (4.5V to 12VDC), 24V (9V to 36VDC), 48V (18V to 75VDC) @ 1SU0348D12 3W 12V,125mA | -12V, 125 mA | 2283853 | 29.74 
Line Regulation: 40.5% PIM_5729870 
Load Regulation: +1.0% 
Ripple & Noise: 50mV pk-pk max @ 20MHz bandwidth, measured using 0.47uF ceramic 
capacitor 
Isolation: 1500VDC 
Operating Temperature: -40°C to 95°C 
Emissions: EN55022 Class A conducted 
> CONTINUED > 
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POWER SUPPLIES 


DC-TO-DC CONVERTE 


IEU03 SERIES, 3 WATT SINGLE AND DUAL OUTPUT DC/DC 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


IEQ05 SERIES 5 WATT SINGLE AND DUAL OUTPUT DC/DC CONVERTERS 


v 
CONVERTERS > x > | (CONT) 
© 2hparenge XP Power Output | ouput | up [a 
© Compact DIP8 package Mfg. Part No. Power 1 2 Stock No. 1-4+ 
@ 1500VDC isolation 45Vto18V 
© Operating temperature: -40°C to 95°C @ 1EQ051283V3 5W 3.3V, 1.075A 784468 23.44 
@ ITE safety approvals 
@ Full loadat 70°C @ 1EQ0512S05 5w 5V,1A 784464 23.43 
© Class A conducted & radiated emissions @ 1EQ0512S12 5W 12 V, 417 mA 78Y4465 21.30 
© 3 year warranty @ 1EQ0512815 5wW 15 V, 334 mA 78Y 4466 24.93 
@ 1EQ0512824 5w 24 V, 209 mA s 78Y4467 23.44 
@ 100512012 5w 12V,209mA | -12V,209mA 78Y 4462 24.50 
Input Voltage Range: BV (4.5V to 10VDC), 12V (QV to 18VDC), 24V (18V to 36VDC), 48V (36V @ 1EQ0512015 5w 15V,167mA | -15V, 167 mA 78Y 4463 24.50 
10 75V) 9V to 36V 
Line Regulation: +0.2% @ 1EQ052453V3 5W 3.3V, 1075A 784475 | 23.44 
Load Regulation: pall @ 1EQ0524805 SW 5V,1A 78v4471 | 23.44 
Ripple & Noise: 70mV pk-pk max @ 20MHz bag at using 0.47uF ceramic @ 1EQ0524812 BW 12V.417 mA 78Y4472 744 
Isolation: T500VDC @ 1£Q0524S15 5w 15 V, 334 mA 78Y4473 23.44 
Operating Temperature: 40°C 10 95°C @ 1£Q0524824 5w 24 V, 209 mA 7 78Y4474 23.44 
Emissions: EN55022 Class A conducted and radiated @ 1EQ0524D12 5W 12V, 209 mA -12V, 209 mA 78Y4469 24.50 
Dimensions: 0.31 x 0.55 x 0.58" @ 1EQ0524015 5w 15V,167mA | -15V, 167 mA 78Y4470 24.50 
Output Output Output Price Each WV to 7SV 
Mig. Part No. parce " ie Fm eer ae @ 1EQ0548S3V3 5W 3.3V, 1.075A 78Y4482 23.44 
15 Vto10V @ 1EQ0548S05 5w 5V,1A 784478 23.44 
@ IEU0305S3V3 3w 3.3 V, 600 mA 98v3972_ | 24.02 SIEQIAES Ie au Lea LEYASTSI 234 
@ IEU0305S05 3w 5 V, 600 mA gsv3969 | 24.02 @ IEQOSAES 1 au PBN S3A MA FEYSOUES 2344 
@ IEU0305S12 3W 12V, 250 mA 983970 | 24.02 @lEQntsze ow 24¥, 209A ze 7S YAS UES OO 
eirtios0s615 aw 75V,200 mA — cavaaTA FAG @ 100548012 5w 12V,209mA | -12V,209mA 78Y4476 24.50 
@IFUIOa0sD0E a 5,300 mA BV,300 mA aayaaeG aad @ 1EQ0548D15 5w 15V,167mA | -15V, 167 mA 78Y4477 24.50 
@ IEU0305D12 3w 12 V, 125 mA -12.V, 125 mA 98Y3967 24.74 PIM_5515071 
@ IEU0305D15 3w 15V,100mA | -15V, 100 mA 983968 26.31 
9Vto18V ITX SERIES 6W SINGLE AND DUAL OUTPUT DC/DC a’... 
@ IEU031283V3 3W 3.3 V, 600 mA 98Y3979 | 24.02 CONVERTERS x : 
@ IEU0312505 3w 5 V, 600 mA gsv3976 | 24.02 : BeEeeateee SP rane 
@ IEU0312812 3w 12 V, 250 mA 983977 24.02 © Single and dual outputs ne 
@ IEU0312815 3w 15 V, 200 mA 7 983978 22.58 : cone isolation Ge tinoint 
@ IEU0312D05 3W 5 V, 300 mA -5V, 300 mA 983973 26.31 oat Teale. eee 
@ IEU0312D12 3W 12V,125mA | -12V,125mA 983974 26.31 © Three-year manufacturer's warranty 
@ IEU0312D15 3w 15V,100mA | -15V, 100 mA 983975 26.31 
18V to 36V 
@ 1EU032483V3 3W 3.3 V, 600 mA 983986 24.02 
@ IEU0324805 3W 5 V, 600 mA 983983 24.02 
@ 1EU0324S12 3W 12 V, 250 mA 9873984 | 22.58 SPECIFICATIONS: 
piciosasig AW 15,200 mA — aavaane aA Input Voltage Range: 5V (4.5-9VDC), 12V (9-18VDC), 24V (18-36VDC), 48V (36-75VDC) 
@ IEU0324D05 3W 5 V, 300 mA 5 V, 300 mA 98v3980 | 24.74 Line Regulation: 202A mex 
@ 1EU0324012 3W 72V,125mA | -12V,125mA | 9873981 | 24.74 Load Regulation: Eye max Ofte 10% Wed 
© IEU0324D15 2aW 15 V, 100 mA “ABV, 100 mA 98Y3982 Tae Ripple & Noise: 75mV pk-pk max @ 20MHz bandwidth (measured using 0.1yF capacitor) 
Isolation: 1500VDC Input-to-Output 
36V to 75V Operating Temperature: -40°C to +90°C, derate from 100% load at 65°C to 20% load at 90°C 
@ IEVOSAES3V3 lu 3.3, 600 mA EES _||_ 230072 Dimensions: 21,85 x 11.1 x 9.2mm (0.86 x 0.44 x 0.36") 
@ IEU0348S05 3W 5V, 600 mA 98Y3990 22.58 Emissions: EN55022 Class A conducted and radiated with external filter 
@ IEU0348812 3w 12 V, 250 mA 9873991 24.02 
@ IEU0348S15 3w 15 V, 200 mA a 98Y3992 24.02 Output Output Output | Price Each 
@ IEU0348D05 3W 5 V, 300 mA SV, 300 mA 98Y3987 | 26.31 Mfg, Part No. Power ! bs StockiNis: ee 
@ IEU0348D12 3W 12V,125mA | -12V,125mA 983988 26.31 ato 
@ IEU0348D15 3W 15V,100mA | -15V,100mA | 98v3989 | 26.31 SIAN ow eeutse AUXASSI 20168 
@ ITX0505SA ew 5V,1.2A 47X2659 20.68 
oo @ ITX0509SA ew 9 V, 666 mA 47X2660 20.68 
@ ITX0512SA ew 12 V, 500 mA 47X2662 20.68 
IEQO5 SERIES 5 WATT SINGLE AND DUAL OUTPUTDCIDC = TS o invosissa aw) 18 v.40 ma a7xo6e | 2068 
CONVERTERS atiace  ] ( ‘J @ ITX0524SA ew 24 V, 250 mA - 47X2665 a 
swe Minti XPPower © /7X05058 ow 5v,600mA | -5V,600mA | a7x2658 | 21.62 
© Compact SIP8 package . @ ITX05128 ew 12 V, 250 mA “12 V, 250 mA 47X2661 21.62 
® 1500VDC isolation CAN @ ITX05158 ew 15 V, 200 mA -15 V, 200 mA 47X2663 21.62 
© Operating temperature: -40°C to 90°C 
© Remote On/Off 9V to 18V 
© 3 year warranty @ ITX1203SA 6W 3.3V,1.3A 47X2666 20.68 
lea @ ITX1205SA ew 5V,1.2A 47X2668 20.68 
@ ITX1209SA ew 9V, 666 mA 47X2669 20.68 
@ ITX1212SA 6w 12 V, 500 mA 47X2671 20.68 
Input Voltage Range: 12V (4.5V to 18VDC), 24V (QV to 36VDC), 48V (18V to 75V) @IIXIZISSA W 1S N:A00 mA Cae = 
(ing Ragalsitions: H3% @ ITX1224SA ew 24 V, 250 mA = 47X2674 20.68 
(ead Haquiatien: 70.5% @ ITX1205S ew 5 V, 600 mA -5 V, 600 mA 47X2667 21.62 
Ripple & Noise: 100mV pk-pk max @ 20MHz bandwidth, measured using 0.47yF ceramic @ ITX12128 Ww 12V, 250 mA “12 V, 250 mA 47X2670 23.00 
capacitor @ ITX1215S 6W 15 V, 200 mA -15 V, 200 mA 47X2672 21.62 
Isolation: 1500VDC 18 V to 36V 
Operating Temperature: -40°C to 90°C, derate from 100% output at 65°C to no load at 90°C @ ITX2403SA 6W 3.3V,1.3A 47X2675 20.68 
Emissions: EN55022 Class A conducted @ ITX2405SA 6wW 5V,1.2A 47X2677 20.68 
Dimensions: 0.44 x 0.86 x 0.37” 
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ITX SERIES 6W SINGLE AND DUAL OUTPUT DC/DC CONVERTERS (CONT.) 


ICZ SERIES, 9 WATT SINGLE AND DUAL OUTPUT DC/DC 


POWER SUPPLIES 
0-DC CONVERTERS 


Output Output Output Price Each CONVERTERS 
Mfg. Part No. Power 1 2 Stock No. 1-4+ 
18 V to 36 V 
@ ITX2409SA 6w 9 V, 666 mA 47X2678 20.68 
@ ITX2415SA 6w 15 V, 400 mA 47X2682 20.68 
@ ITX2424SA 6w 24 V, 250 mA ai 47X2683 20.68 
@ ITX2405S 6w 5 V, 600 mA -5 V, 600 mA 47X2676 21.62 
@ ITX2412S 6w 12 V, 250 mA -12 V, 250 mA 47X2679 21.62 
@ ITX2415S ew 15 V, 200 mA -15 V, 200 mA 47X2681 21.62 © Ultra compact SIP-8 package © 1600VDC isolation 
36 V to 75V © Smallest footprint 9W converter © Fully regulated output 
® Single & dual outputs ® No minimum load required 
@ ITX4803SA 6w 3.3V, 13A 47X2684 20.68 © 2:1 input range © Remote On/Off 
@ ITX4805SA 6W 5V,1.2A 47X2686 20.68 © Operating temperature: -40°C to 85°C © 3 year warranty 
@ ITX4809SA 6W 9 V, 666 mA 47X2687 20.68 Input Voltage Range: 12V (9V to 18VDC), 24V (18V to 36VDC), 48V (36V to 75VDC) 
@ ITX4812SA 6w 12 V, 500 mA 47X2689 20.68 Line Regulation: 40.2% 
@ ITX4815SA 6w 15 V, 400 mA 47X2691 20.68 Load Regulation: Single Output: +0.5% 
© ITX48245A aw 24 V, 250 mA 7 47X2692__| 20.68 nae E Nol ee ee salt ee 
ipple joise: mV pk-pk max z bandwidth, measured using 0.1JF ceramic ani 
@ ITX4805S ew 5N,600:mA #5 V, 600:'mA Ge 25:00 10uF electrolytic capacitors capacitor 
@ ITX4812S 6w 12 V, 250 mA -12 V, 250 mA 47X2688 21.62 Isolation: 1600VDG 
@ ITX4815S Ww 15 V, 200 mA -15 V, 200 mA 47X2690 21.62 Operating Temperature: | -40°C to 85°C, derate from 100% load at 50°C to no load at 85°C for 3V3 
PIM_212150 output, and 100% load at 60°C to no load at 85°C for other models 
Emissions: EN55022 Class A conducted and radiated 
—— Di i HxWxD): 0.86 x 0.38 x 0.44” 
JSE08 SERIES 8 WATT SINGLE AND DUAL OUTPUT DC/DC 7) —— — 
CONVERTERS ] ( > | Sa aa ci Price Each 
@ Regulated single & dual output a | Mfg. Part No. Power 1 2 Stock No. 41-4+ 
© 2:1 input range XP Power 9Vto18V 
© DIP16 package u 
e 1500VbC isolation cw US ICZ0912S3V3 ow 3.3V,2A 17AC5113 24.82 
© Operating temperature: -40°C to 105°C ICZ0912S05 ow 5V,1.6A 17AC5108 24.82 
@ ITE safety approvals CZ0912809 ow 9V,1A 47Ac5109 | 24.82 
@ High power density 
© Metal case TWV Pheiniand ICZ0912S12 ow 12 V, 750 mA 17AC5110 24.82 
© 3 year warranty 1CZ0912S15 ow 15 V, 600 mA 17AC5111 = 
ICZ0912S24 ow 24 V, 375 mA eS 17AC5112 24.82 
Input Voltage Range: 12V (BV to 18VDC), 24V (18V to 36V), 48V (6V to 75V) 20912005 ay 5¥,800mA | -5V, 800 mA UAC STOSERI ZONES 
Line Regulation: +0.8% max. ICZ0912D12 QW 12 V, 375 mA -12 V, 375 mA 17AC5106 28.60 
Load Regulation: +1.0% max. ICZ0912D15 gw 15 V, 300 mA -15 V, 300 mA 17AC5107 26.89 
Ripple & Noise: 55mV pk-pk max @ 20MHz bandwidth, measured using 0.47uF ceramic 18 V to 36V 
capacitor. ICZ0924S3V3 ow 3.3V,2A 17AC5122 24.82 
Isolation: 1500VDC 1CZ0924S05 ow 5V,1.6A 47AC5117 = 
Operating Temperature: -40°C to 105°C CZ0924S09 ow 9V,1A 47AC5118 26.40 
Emissions: EN55022 Class A conducted 00924812 ow 12 V, 750 mA 147AC5119 24.82 
Dimensions: 0.31 x 0.94 x 0.54” 020924815 OW 15 V, 600 mA 17AC5120 24.82 
Output Output Output Price Each ICZ0924S24 ow 24 V, 375 mA ie 17AC5121 24.82 
Mfg. Part No. Power 1 2 Stock No. 1-4+ ICZ0924D05 ow 5 V, 800 mA -5 V, 800 mA 17AC5114 = 
9Vto 18V ICZ0924D12 ow 12 V, 375 mA -12 V, 375 mA 17AC5115 26.89 
@ JSE0812S3V3 8w 3.3V,1.6A 85Y2829 27.96 (CZ0924D15 ow 15 V, 300 mA -15 V, 300 mA 17AC5116 26.89 
@ JSE0812S05 8w 5V,1.6A 85Y2825 27.96 36 V to 75V 
@ JSE0812S12 8w 12 V, 665 mA 85Y2826 27.96 ICZ0948S3V3 gw 3.3V,2A 17AC5131 24.82 
@ JSE0812S15 8w 15 V, 535 mA 85Y2827 27.96 ICZ0948S05 ow 5V,1.6A 17AC5126 24.82 
@ JSE0812S24 sw 24 V, 335 mA oe 85Y2828 27.96 ICZ0948S09 ow 9V,1A 17AC5127 24.82 
@ JSE0812D12 sw 12 V, 335 mA -12 V, 335 mA 85Y2823 32.03 ICZ0948S12 ow 12 V, 750 mA 17AC5128 = 
@ JSE0812D15 Bw 15 V, 265 mA -15 V, 265 mA 852824 30.11 ICZ0948S15 ow 15 V, 600 mA 17AC5129 24.82 
18 V to 36V ICZ0948S24 gw 24 V, 375 mA wie 17AC5130 24.82 
@ JSE0824S3V3 8w 3.3V, 1.6A 85Y2834 29.74 ICZ0948D05 ow 5 V, 800 mA -5 V, 800 mA 17AC5123 26.89 
@ JSE0824S12 8w 12 V, 665 mA 85Y2832 27.96 ICZ0948D12 QW 12 V, 375 mA “12 V, 375 mA 17AC5124 26.89 
@ JSE0824S15 8w 15 V, 535 mA 85Y2833 27.96 ICZ0948D15 ow 15 V, 300 mA -15 V, 300 mA 17AC5125 26.89 
SE0825S24 8w 24 V, 335 mA Fe 85Y2835 nee PIM_5721372 
@ JSE0824D12 sw 12 V, 335 mA -12 V, 335 mA 85Y2830 30.11 
SSeeens | Sen | OE JSM10 SERIES 10 WATT SINGLE AND DUAL OUTPUTDC/DC == 
36V to 75V CONVERTERS XP | 
@ JSE0848S3V3 8w 3.3V, 1.6A 85Y2842 27.96 © Regulated single & dual output Ae | 
@ JSE0848S05 8w 5V,1.6A 85Y2838 29.74 © 2:1 input range XP Power 
@ 1"x 1" package * 
@ JSE0848S12 8w 12 V, 665 mA 85Y2839 29.74 © 1500VDC isolation cd us 
@ JSE0848S15 8w 15 V, 535 mA 85Y2840 29.74 © Operating temperature: -40°C to 100°C 
@ JSE0848S24 8w 24 V, 335 mA z 85Y2841 27.96 © ITE safety approvals 
© Metal case 
@ JSE0848D12 Bw 12 V, 335 mA -12 V, 335 mA 85Y2836 30.11 @ 3 year warranty aes 
@ JSE0848D15 sw 15 V, 265 mA -15 V, 265 mA 85Y2837 30.11 


PIM_5542594 


1.800.463.9275 © newark.com 


Input Voltage Range: 


12V (QV to 18VDC), 24V (18V to 36V), 48V (36V to 75V) 


Line Regulation: 


+1.0% 


Load Regulation: 


Single Output: +0.5% 
Dual Output: +1.0% 


Ripple & Noise: 


3.3V & 5V Output: 80mV pk-pk max @ 20MHz bandwidth, measured using 
0.47uF ceramic capacitor 
Other Models: 100mV pk-pk max @ 20MHz bandwidth, measured using 
0.47uF ceramic capacitor 


Isolation: 


1500VDC 
> CONTINUED > 
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DC-TO-DC CONVERTERS 


JSM10 SERIES 10 WATT SINGLE AND DUAL OUTPUT DC/DC CONVERTERS  JSM25 SERIES 25 WATT SINGLE AND DUAL OUTPUT DC/DC 
(CONT.) CONVERTERS 
Operating Temperature: -40°C to 100°C derate from 100% load at 60°C to 0 load at 100°C © Regulated single & dual output 


onan 
Emissions: EN55022 Class A conducted e fix Panes 
Dimensions: 0.4x1x1" @ 1500VDC isolation 
- © Operating temperature: -40°C to 105°C 
Output Output Output Price Each ¢ ITE safety approvals 
Mfg. Part No. Power 1 2 Stock No. 1-4+ @ Remote on/off 
9Vto 18V @ High power density ‘TOY Breiner 
@ Six-sided metal 
@ JSM101283V3 10W 3.3V,25A 7 85y2849 | 30.11 <n 
@ JSM1012S05 10W 5V,2A a5 85Y2846 30.11 
@ JSM1012812 40W 12 V, 830 mA = 85Y2847 30.14 Input Voltage Range: 12V (9V to 18VDC), 24V (18V to 36V), 48V (36V to 75V) 
@ JSMi1012815 10W 15 V, 670 mA - 85y2848 | 30.14 Line Regulation: +0.8% 
zi Load Regulation: Single Output: 40.2% 
@ JSM1012D05 10W 5V,1A 5V,1A 85Y2843 32.26 Dual Output: +1.0% 
@ JSMi012D12 JOM 12V,416mA_ | -12\,416mA ASSN SA eee) Ripple & Noise: 3.3V & 5V Output: 100mV pk-pk max @ 20MHz bandwidth, measured 
@ JSM1012D15 10W 15 V, 333 mA -15 V, 333 mA 85Y2845 32.26 using 0.47yF ceramic capacitor 
18 V to 36V Other Models: 150mV pk-pk max @ 20MHz bandwidth, measured using 
@ JSM102483V3 TOW 3.3V,2.5A z 85y2856 | 30.14 wolation: 0.47HF ata ae 
@ JSM1024505 10W 5V,2A a 8572853 ae —— mes 
© JsMi024812 TOW TV 830 mA 8572854 Operating Temperature: -40°C to 105°C with derating above 50°C 
. = — SO: Emissions: EN55022 Class A or Class B conducted with external filter 
@ JSM1024S15 10W 15 V, 670 mA ats 85Y2855 30.11 Dimensions: O4x1xt 
@ JSM1024D05 10W 5V,1A -V,1A 85Y2850 32.26 
@ JSM1024D12 10W 12V,416mA | -12V,416 mA 852851 32.26 Output Output Output | Price Each 
@ JSM1024D15 10W 15V,333mA | -15V,333mA | 85Y2852 | 32.26 Mfg. Part No. Power d 2 Stock No. ead 
36 Vto 75V 9V to 18V 
@ JSM1048S3V3 TOW 3.3V,25A 7 852863 32.03 @ JSM2512S3V3 25W 3.3V,6A ath 85Y2869 44.09 
@ JSM1048505 10W 5V,2A , a5y2860 | 30.11 © JSM2512S05 _ unde ~ ENED | Aen) 
@ JSM1048812 TOW 12 V, 830 mA 7 85Y2861 30.14 @ JSM2512S12 25W 12 V, 2.09A ys 85Y2867 46.90 
© JSM1048S15 tow | 15V,670mA > a5y2862 | 30.11 @ JSM2512S15 ze 15V, 167A - es || 2302 
@ JSM1048D05 TOW 5V1A 5V1A 8512857 32.26 @ JSM2512D12 25W 12 V, 1.04A -12V,1.04A 85Y2864 46.24 
@ JSM1048012 tow | 12v,410mA | -12V,416mA | 85y2858 | 32.26 a SLE 25W | 15, 840mA | 15,840 mA _ [RESIZE IO 
@ JSM1048D15 10W 15 V, 333 mA -15 V, 333 mA 85Y2859 32.26 18 V to 36V 
PIM 5542598 @ JSM2524S3V3 25W 3.3V,6A ea 852875 46.90 
- @ JSM2524S05 25W 5V,5A at 85Y2872 44.09 
@ JSM2524S12 25W 12 V, 2.09A ay 85Y2873 44.09 
Pile ideale z WATT SINGLE OUTPUT DC/DC CONVERTERS mv ; © JSM2524815 BW 1BV, 167A — 85Y2874 44.09 
Aiea @ JSM2524D12 25W 12V,1.04A | -12v,104A | 95y2870 | 46.24 
@ -40°C to 95°C operating temperature @ JSM2524D15 25W 15 V, 840 mA -15 V, 840 mA 85Y2871 46.24 
© High efficiency up to 91% 36 V to 75V 
© Remote on/off ——_—_—— — aa — a 
@ EN55022 conducted Level A with no external @ JSM2548S3V3 25W 3.3V, 6A #8 85Y2881 44.09 
components @ JSM2548S05 25W 5V,5A ai 85Y2878 44.09 
© S year warranty @ JSM2548S12 25W 12V, 2.09A si 85Y2879 44.09 
@ JSM2548S15 25W 15 V, 1.67A sz 85Y2880 44.09 
@ JSM2548D12 25W 12 V, 1.04A -12V,1.04A 85Y2876 46.24 
25W 15 V, 840 mA -15 V, 840 mA 852877 
Input Voltage Range: 2AV (BV to 36VDC), 48V (18V to 75V) Su SMESIU IS 2 a Oe 
Line Regulation: +0.5% FIM 5542600 
Load Regulation: +1%, 0-10% load 
Ripple & Noise: 100mV pk-pk max @ 20MHz bandwidth, 5.1V output JWL40 SERIES SINGLE AND DUAL OUTPUT DC/DC WE] 
150mV pk-pk max @ 20MHz bandwidth, 12V and 24V output CONVERTERS } ( > | 
200mV pk-pk max @ 20MHz bandwidth, 48V output A 
Isolation: 2500VDC XP Power 
Operating Temperature: -40°C to 95°C 
Emissions: EN55022 Class A conducted and radiated @) f \ 
Dimensions: 0.92 x 3.78 x 2.13" — 
Output Output Price Each (a) 
Mfg. Part No. Power 1 Stock No. 1-4+ 
9V to 36V @ Regulated single & dual outpu @ ITE safety approvals 
@ DTE2024S5V1 20W 5.1V,4A 77Y4561 59.72 © Wide 4:1 input range © Remote On/Off 
@ DTE2024812 20W 12V, 1.67A 7TY4555 60.32 Li ia + Lei ° Al a ne 
° isolation © Six-sided metal case 
@ DTEZ024824 _ 24 V, 835 mA HERG EEY O585 © Operating temperature: -40°C to 105°C © 3 year warranty 
SS DTEZO2ASAS 20W 48, 4201mA Unset) 86.35 Input Voltage Range: 2AV (QV to 36VDC), 48V (18V to 75V) 
18V to75V Line Regulation: £0.5% 
@ DTE2048S5V1 20W S.AV4A TIV4S69 59.72 Load Regulation: Single Output: +0.5% 
@ DTE2048S12 20W 12V, 1.67A T7TY4563 59.72 Dual Output: 1.0% 
@ DTE2048S24 20Ww 24 V, 835 mA 77Y4565 59.72 Ripple & Noise: 3.3V & 5V Output: 100mV pk-pk max @ 20MHz bandwidth, measured 
20W 48 V, 420 mA TTY4567 i using 0.47uF ceramic capacitor 
ee drezosesdg | EE ee ee eee 12V, 15V & 24V Output: 150mV pk-pk max @ 20MHz bandwidth, measured 
Price Each using 0.47uF ceramic capacitor 
Mfg. Part No. Description Stock No. 1-1-4+ Isolation: 1500VDC 
@ DTE20 DIN CLIP DIN Rail Clip TTY4554 4.58 Operating Temperature: -40°C to 105°C 
PIM 5500638 Emissions: EN55022 Class A conducted 
Dimensions: 24V Outputs: 0.43 x 2 x 1” 
All Other Outputs: 0.4 x 2 x 1” 
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POWER SUPPLIES 


DC-TO-DC CONVERTERS 


JWL40 SERIES SINGLE AND DUAL OUTPUT DC/DC CONVERTERS (CONT.) JSK50 SERIES SINGLE OUTPUT DC/DC CONVERTERS (CONT.) 


Output Output Output [Price Each EN55022 Class A conducted 
Mfg. Part No. Power 1 2 Stock No. 1-4+ xx 
AE ee ee eee Output Output Price Each 
@ JWL402483V3 40W 3.3V,8A ie 78Y4504 84.96 sdisteatile — » cusps PS 
@ JWL4024805 40w 5V,8A = 78Y4500 84.96 9V to 18V 
© JWL4024812 2OW.* [TEN SSSR 2 EY SS0 20188 © JSK50T2S3V5 SOW 33V,10A 78Y4487 = 
@ JWL4024815 40w 15 V, 2.67 A a 78Y4502 84.96 © JSK5012805 BOW 5V,10A 78v4483 04.95 
@ JWL4024824 40w 24 V, 1.67A 7 784503 84.96 @ JSK5012812 BOW 12V, 447A 78Y4484 89.26 
@ Jwi4024D12 40w 12V, 1.67A “12V, 1.67A 78Y4498 87.10 @1Sc08si5 SOW 15V,3.33A 78Y4485 04.95 
@ JWL40240D15 40W 15¥, 193A | -15\,1.93A [OAS Sra @ JSK5012824 50W 24 V, 208A 784486 89.26 
18V to 75V 18 V to 36 V 
@ JWL404883V3 40W 3.3V,8A = 78Y4511 84.96 eusKs0us3v3.-«Y~CSOWC*dYS~C(C*t~CtC TON -«Y vevaag2 «(se 
@ JWL404805 4ow 5V,8A “ OYASOT EN RSHIOG @ JSK5024S05 50W 5V,10A 784488 94.95 
@ JWL4048812 40w 12V, 3.33A 7 78Y4508 84.96 © J8K5024512 50W 12V, 447A 78Y4489 89.26 
@ JWL4048815 40w 15 V, 2.67 A a 78Y4509 84.96 @ JSK5024815 OW 15 V,3.33A 78Y4490 89.26 
@ Jw4048824 40w 24 V, 1.67A = 78Y4510 84.96 © J8K5004804 SOW 24V, 208A 7ey4491 04.95 
© Jw4048D12 40w 12V, 167A “12V, 1.67A 78Y4505 87.10 36V to 75V 
@ JWL4048D15 40w 15V,1.33A | -15V,133A 78Y 4506 87.10 @usksossava.~<—«~idSC=‘z  OW!”™*~*”Y?;*~<C*«C OA~«”YS*~«*«‘aeYAaOT”~«Y;#«S«“‘éio De” 
PIM_5515117 @ JSK5048S05 50W 5V,10A 78Y4493 89.26 
@ JSK5048812 50W 12V,4.17A 78Y4494 94.95 
DTE40 SERIES 40 WATT SINGLE OUTPUT DC/DC CONVERTERS "vy, @ JSK5048815 50W 15 V, 3.33A 78Y4495 89.26 
Fully encapsulated chassis mount ) ( . @ JSK5048S24 50W 24 V, 2.08 A 78Y4496 89.26 
Wide 4:1 input range PIM 5515074 


-40°C to 85°C operating temperature 

High efficiency up to 92 % 

Remote on/off 

EN55022 conducted Level A with no external 
components 

3 year warranty 


JCK50 SERIES, 50 WATT SINGLE OUTPUT DC/DC 
CONVERTERS 


Input Voltage Range: 24V (9V to 36VDC), 48V (18V to 75V) 


Line Regulation: +0.5% , 
Load Regulation: £1%, 0-10% load ; Peer ens output : hee ae 
Ripple & Noise: 100mV pk-pk max @ 20MHz bandwidth, 5.1V output e 2" x 1" package © Six-sided metal case 
150mV pk-pk max @ 20MHz bandwidth, 12V and 24V output © 1600VDC isolation © 3 year warranty 
200mV pk-pk max @ 20MHz bandwidth, 48V output © Operating temperature: -40°C to 95°C 


Isolation: 2500VDC 
Operating Temperature: -40°C to 85°C 
Emissions: EN55022 Class A conducted and radiated 


Input Voltage Range: 12\V (9V to 18VDC), 24V (18V to 36V), 48V (36V to 75V) 
Line Regulation: £0.5% 
Load Regulation: 


ele US ARSE Ripple & Noise: 100mV pk-pk max @ 20MHz bandwidth and 17F MLCC 
Output Output Price Each Isolation: 1600VDC 
Mfg. Part No. Power 1 Stock No. 1-4+ Operating Temperature: -40°C to 95°C 
9V to 36V Emissions: EN55032 Class A conducted 
@ DTE402485V1 40W 5.1V,8A TIV4578 68.00 Dimensions: 2x1x0.45" 
@ DTE4024S12 40W 12 V, 3.33A 77Y4572 ; 
128) Output Output Price Each 
@ DTE4024S24 40w 24 V, 167A TIV4574 os Mfg. Part No. Power 1 Stock No. 1-4+ 
@ DTE4024548 40W 48 V, 835 mA T1Y4576 68,00 oVt018V 
18V to 75V @ JCK501283V3 50W 3.3V,10A 10AC5472 82.72 
@ DTE4048S5V1 40W 5.1V, 8A NESE 68.00 @ JCK5012805 50W 5V,10A 10AC5469 82.72 
@ DTE4048S12 40W 12, 8.33 NEED) 68.00 @ JCK5012812 50W 12V, 417A 40AC5470 82.72 
@ DTE4048S24 40W 24N, 167A NEE 68.00 @ JCK5012815 50W 15 V, 3.33A 40AC5471 = 
@ DTE4048848 40w 48 V, 835 mA TTY4584 68.00 18 Vto 36V 
PriceEach_ © _@ JCK502483V3 50W 3.3V, 10A 10AC5476 82.72 
Mfg. Part No. Description Stock No. 1-1-4+ @ JCK5024S05 50W 5V, 10A 10AC5473 82.72 
@ DTE40-60 DIN CLIP DIN Rail Clip 77Y4571 = @ JCK5024S12 SOW 12V, 417A 10AC5474 82.72 
PIM, 5500643 @ JCK5024815 50W 15V, 3.33A 10AC5475 82.72 
HO 36 V to 75V 
JSK50 SERIES SINGLE OUTPUT DC/DC CONVERTERS To ee ald a3 WA IUAGSASE ae 
© Regulated single output ) ( » @ JCK5048S05 50W 5V, 10A 10AC5477 82.72 
@ 2:1 input range A @ JCK5048S12 50W 12V,4.17A 10AC5478 82.72 
@ 2"x 1" package 
© 1500VDC isolation XP Power @ JCK5048S15 50W 15 V, 3.33A 10AC5479 82.72 
© Operating temperature: -40°C to 105°C PIM_5683485 
@ ITE safety approvals 
@ Remote On/Off TUV Rheinland 
© High power density DTE60 SERIES 60 WATT SINGLE OUTPUT DC/DC CONVETERS 
© Six-sided metal case Fully encapsulated chassis mount 
© 3 year warranty Wide 4:1 input range 


-40°C to 95°C operating temperature 


Input Voltage Range: 12V (9V to 18VDC), 24V (18V to 24VDC), 48V (36V to 75V) High efficiency up to 92% 
Remote on/off 


: ae ry 
Line Regulation: +0.5% EN55022 conducted Level A with no external 
Load Regulation: components 


Ripple & Noise: 3.3V & 5V Output: 100mV pk-pk max @ 20MHz bandwidth, measured © 3 year warranty 
using 1F MLCC and 10yF tantalum capacitor 

12V, 15V & 24V Output: 150mV pk-pk max @ 20MHz bandwidth, measured 
using 1uF MLCC and 10yF tantalum capacitor 

Isolation: 1500VDC 


Operating Temperature: -40°C to 105°C 
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DC-TO-DC CONVERTERS 


DTE60 SERIES 60 WATT SINGLE OUTPUT DC/DC CONVETERS (CONT.) 
24V (9V to 36VDC), 48V (18V to 75V) 
+1.5% 
+1.0%, 0-100% load 


QSB15048W SERIES 150 WATT SINGLE OUTPUT DC/DC CONVERTERS 
(CONT.) 


Isolation: 
Operating Temperature: 


Input Voltage Range: 
Line Regulation: 
Load Regulation: 


1500VDC 
-40°C to 100°C 


Ripple & Noise: 100mV pk-pk max @ 20MHz bandwidth, 5.1V output Emissions: EN55032 Class A conducted and radiated 
150mV pk-pk max @ 20MHz bandwidth, 12V and 24V output Dimensions: 24x 2.28x05" 
200mV pk-pk max @ 20MHz bandwidth, 48V output 
Isolation: 2500VDC Output Output Price Each 
Operating Temperature: -40°C to 95°C Mfg. Part No. Power 1 Stock No. 1-4+ 
Emissions: EN55022 Class A conducted and radiated 9Vto75V 
Dimensions: 1.5x4.41 x 2.67" QSB15048WS24 150W 24 V, 6.25A 15AC8549 196.32 
A QSB15048WS28 150W 28 V, 5.35A 15AC8550 196.32 
Output Output jece Each QSB15048WS48 150W 4BV,3.13A 15AC8551 196.32 
Mfg. Part No. Power 1 Stock No. 1-4+ = 
9V to 36V PIM_5715442 
@ DTE6024S5V1 60W 5.1V,12A TTY4594 80.00 
@ DTE6024812 60w 12V, 5A 7TY4588 79.99 JTK30 SERIES 30 WATT SINGLE AND DUAL OUTPUT DC/DC a’, : 
@ DTE6024S24 60W 24V, 2.58 77Y4590 88.88 CONVERTERS  ] ( 
@ DTE6024S48 60W 48 V,1.25A TTY4592 (ED © Single and dual outputs 
@ 1”x 1" footprint 
18V to 75V © Operating temperature: -40°C to 100°C 
@ DTE6048S5V1 60W 5.1V,12A TTY4602 88.88 © Full load at 55°C ambient 
@ DTE6048S12 ow 12V,5A TTY4596 79.99 * 1600VDC isolation 
© Output trim +10% 
@ DTE6048S24 60W 24V,2.5A TTY4598 80.80 © Remote on/off 
@ DTE6048S48 60W 48 V,1.25A 7TY4600 us @ MTBF 370kHrs 
© 3 year warranty 
Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 
@ DTE40-60 DIN CLIP DIN Rail Clip 7TY4571 
Pesan Input Voltage Range: 24V (9V to 36V), 48V (18V to 75V) 


40.5% 
Single Output: +0.5% 
Dual Output: 1.0% 
Single Output: 75mV pk-pk max @ 20MHz bandwidth, with 10yF/25V 
MLCC on output ceramic capacitor 


Line Regulation: 
Load Regulation: 


JTL60 SERIES, 60 WATT SINGLE AND DUAL OUTPUT DC/DC 
CONVERTERS 


@ Single and dual outputs 


Ripple & Noise: 


© Wide 4:1 input range XP Power Dual Output: 60mV pk-pk max @ 20MHz bandwidth, with 10uF/25V MLCC 
 2°x1” footprint on output ceramic capacitor 
© Operating temperature: -40°C to 85°C Isolation: 1600VDC 
: Full load at 50°C ambient Operating Temperature: | — -40°C to 100°C. derate from 100% load at 55°C to 50% load at 80°C 
e Letitia Su EN55032 Class A conducted and radiated 
© Remote On/Off Dimensions: 0.43x1x1" 
© 3 year warranty . 
Output Output Output Price Each 
Input Voltage Range: 24V (QV to 36V), 48V (18V to 75V) Mfg. Part No. Power 1 2 Stock No. 1-4+ 
Line Regulation: +0.5% 9V to 36V 
Load Regulation: Single Output: +0.5% @ JTK3024S3V3 30W 3.3V,7A 85Y2887 46.53 
- £4.09) 

: ; Dual Output: £1.0% — @ J7K3024805 30W 5V,6A a5y28e4 | 46.53 
ne & Noise: 100mV pk-pk max @ Ba Sat and 1yF ceramic capacitor © J1K3024812 30W 12V,25A 8572885 46.53 
ee Temperature: 40°C to 85°C SKN IS om JeMen — BSYZ680 Boge 

- - 30W 12 V, 1.25A -12V, 1.25A 85Y2882 
Emissions: EN55032 Class A conducted and radiated STROOZIDNE OW TEV IA TEV IA aaa elle 
Dimensions: 0.45x2x1" @ JTK3024D15 . at 48.60 
18V to 75V 
Output Output Output Price Each @ JTK3048S3V3 30W 3.3V,7A 85Y2893 46.53 
Mfg. Part No. Power 1 2 Stock No. 1-4+ @ JTK3048S05 30W 5V.6A 852890 46.53 
9V to 36V © JTK3048812 30W 12V,25A esy2801 | 46.53 
L6024S05 60W 5V,12A 98Y4012 91.00 @ JTK3048S15 30W 15V,2A x 85Y2892 46.53 
Le02412 6oW 12, 5A OXEDE IL S.e0 @ J7K3048D12 30W 12V,1.25A | -12V,125A | 852888 | 48.60 
L6024S15 BOW TOMA A ie Seyei8 91.00 © J7K3048D15 30W 15V,1A 15V,1A 8572889 | 4g6o 
L6024D12 60Ww 12V,2.5A -12V,2.5A 98Y4010 95.13 
PIM_5542605 
L6024D15 60W 15V,2A -15V,2A 98Y4011 me 
18V to 75V 
een A Ta Tn ny oe i SERIES HIGH VOLTAGE SINGLE AND DUAL OUTPUT DC/DC 
L6048S12 60w 12V,5A 98Y4018 91.00 
L6048S15 60W 15V,4A aie 98Y4019 91.00 
L6048D12 60w 12V,2.5A -12V,2.5A 984015 95.13 
L6048D15 60W 15V,2A -15V,2A 98Y4016 95.13 
PIM_5646145 


Proportional input/output 
Compact, PCB mount package 
Metal case / shielded transformer 
Short circuit protection 


Input/output isolation 

Low leakage current 

Low input/output coupling capacitance 
No external components required 


QSB15048W SERIES 150 WATT SINGLE OUTPUT DC/DC 
CONVERTERS 
© Single output 


Input Capacitance: 
Input Current: 


~240UF 
<500mA, No Load 
<1.5A, Full Load 


<+3.5kV 
25kHz to 125kHz 
-10°C to 70°C Case 
H=0.85, W=2.8, D=1.7" 


> CONTINUED > 


© Wide 8:1 inputrange XP Power Low ripple, low EMI/ RFI No minimum load required 

© Industry standard 1/2 brick Proven reliability MTBF >810K hrs per Bellcore TR-332 
© Operating temperature: -40°C to 100°C 

@ 1500VDC isolation Input Voltage Range: OV to 12V, OV to 15V 
© Output trim +10% Turn On Voltage: <0.7VDC 

@ Remote On/Off 

e 


3 year warranty 


Input Voltage Range: 
Line Regulation: 


48V (9V to 75V) 
£0.2% 


Isolation: 

Frequency: 

Operating Temperature: 
Dimensions: 


Load Regulation: 
Ripple & Noise: 


24V and 28V Output: 280mV pk-pk max @ 20MHz bandwidth 
48V Output: 480mV pk-pk max @ 20MHz bandwidth 
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POWER SUPPLIES 


DC-TO-DC CONVERTERS 


F SERIES HIGH VOLTAGE SINGLE AND DUAL OUTPUT DC/DC 


GP SERIES HIGH VOLTAGE SINGLE OUTPUT DC/DC CONVERTERS (CONT.) 


CONVERTERS (CONT.) Frequency: 60kHz to 400kHz 
Output Output Output Price Each Operating Temperature: -20°C to 70°C Case 
Mfg. Part No. Power 1 2 Stock No. 1-4+ Dimensions: H=0.63, W=1.5, D=1.5” 

OVto12V Output Output Price Each 
@ F05 tow 500 V, 20 mA 13AC9713 158.94 Mfg. Part No. Power 1 Stock No. [14+ 
@F10 10W 1 kV, 10 mA i 13AC9714 158.94 OVto12V 

@ FO2CT 10W 100 V, 50 mA -100 V, 50 mA 13AC9712 _ @GP15 iW 1.5 KV, 660 A 06AC0392 142.79 
OV to 15V © GP25 iw 2.5 KV, 400 pA 13AC9721 152.22 
@F30 10W 3KV,3.3mA 43AC9715 = wera iw TRV, 250 uA AGRCUTZ roa al 
@F40 tow 4KV,2.5mA 43Ac9717 | 208.30 6.crs iw SKV_200 pA AaRCOTaS 56805 
@ F50 10W SKV,2mA re 43ac9718 | 216.86 ware Ww SAV. 166 UA 43AC9724 HAZE 
@ F30CT 10W 1.5 kV, 3.3 mA -1.5 kV, 3.3 mA 13AC9716 198.01 

@ F50CT 10W 2.5 kV, 2mA -2.5kV,2mA 13AC9719 230.33 ae 

@ F6OCT 10W 3 kV, 1.66 mA -3 kV, 1.66 mA 13AC9720 249.20 
pisere SIP SERIES HIGH VOLTAGE SINGLE OUTPUT DC/DC 


G SERIES HIGH VOLTAGE SINGLE AND DUAL OUTPUT DC/DC 


CONVERTERS 


Proportional input/output 
Compact, PCB mount package 
Low ripple, low EMI / RFI 
Proven reliability 

Short circuit protection 
Input/output isolation 


@ Low leakage current 

© Low input/output coupling capacitance 

© No external components required 

@ No minimum load required 

@ MTBF >2.29 million hours per Bellcore TR-332 


Input Voltage Range: OV to 12V 

Turn On Voltage: <0.7VDC 

Input Capacitance: 120UF 

Isolation: <+£3.5kV BIAS 

Frequency: 125kHz +65kHz 

Operating Temperature: -10°C to 60°C Case 
Dimensions: H=0.63, W=1.5, D=1.5" 

Output Output Output Price Each 
Mfg. Part No. Power 1 2 Stock No. 1-4+ 

700 mV to 12 V 

@G01 1.5W 100 V,15A 13AC9725 110.46 
@ G03 1.5W 300 V, 5A 13AC9726 110.45 
@ G05 1.5W 500 V, 3A 13AC9727 110.46 
@ G06 1.5W 600 V, 2.5A 13AC9728 110.46 
@G10 1.5W 1kV, 1.5A 13AC9729 99.02 
@G12 1.5W 1.2 kV, 1.25A 13AC9730 113.14 
@ G25 1.5W 2.5 kV, 600 HA 13AC9731 113.14 
@ G30 1.5W 3 kV, 500 HA 13AC9732 129.20 
@ G40 1.5W 4kV, 370 pA 13AC9733 152.22 
@ G50 1.5W 5 kV, 300 pA 13AC9734 158.95 
@ G60 1.5W 6 kV, 250 pA si 13AC9735 160.28 
@ G60CT 1.5W 3 kV, 250 HA -3 kV, 250 WA 13AC9736 156.98 
PIM_5719728 


GP SERIES HIGH VOLTAGE SINGLE OUTPUT DC/DC 


CONVERTERS 


Proportional input/output 
Compact, PCB mount package 
Low power consumption 

Low ripple, low EMI / RFI 
Short circuit protected 
Input/output isolation 


Input Voltage Range: 
Turn On Voltage: 


Low leakage current 

Low input/output coupling capacitance 

No external components required 

No minimum load required 

MTBF >2.31 million hrs per Bellcore TR-332 

UL certified encapsulant, meets 94V-0 flammability 


OV to 12V 
<0.7VDC 


Input Capacitance: 


120uF 


Isolation: 


<+3.5kV BIAS 
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CONVERTERS 


© Low ripple 
@ Regulated 
@ Analog programming voltage 
© Ultra-thin, 0.16 inches (4mm) 


Input Voltage Range: 


@ High performance 


@ MTBF >2.03 mil 


ion hours per Bellcore TR-332 


@ Packaging: epoxy coated 


SIP90: 3V to 6.7VDC; S| 


P100: 4V to 6.7VDC 


Input Current [No load]: 


SIP90: <125mA; SIP100: <75mA 


Input Current [Full load]: 


SIP90: <150mA; S 


P100: <350mA 


Line Regulation: 


SIP90: 0.05%; S| 


P100: 0.20% 


Load Regulation: 


SIP90: 0.03%; SI 


P100: 0.10% 


Operating Temperature: 


-20°C to 70°C Case 


Dimensions: 


SIP90: H=0.55, W=1.15, D=0.16"; S! 


P100: H=0.75, W=1.45, D=0.16" 


Output Output Output Price Each 
Mfg. Part No. Power Voltage Current Stock No. 1-4+ 
3V to 6.7 V 
@ SIP90 100mW 25 V to 90 V 1mA 13AC9738 98.60 
4Vto6.7V 
@ SIP100 1w 25 V to 100 V 10mA 13AC9737 181.04 
PIM_5720170 


TR10 SERIES, 1A SINGLE OUTPUT DC/DC CONVERTERS 


3 pin switching regulator 
SIP package 


Full load to 60°C ambient 
Wide input range to 28V 


MTBF >3.8MHrs 


e 
e 
e 
e 
e 
e 
e 
© 3 year warranty 


Input Voltage Range 


Operating temperature: -40°C to 85°C 


Class B conducted & radiated emissions 


7V to 28VDC 


Efficiency 


Up to 93% 


Line Regulation 


1.0% 


Load Regulation 


1.5% 


Ripple & Noise 


Operating Temperature 


100mV pk-pk @ 20 MHz bandwidth, measured using 0.1yF ceramic 
capacitor 


-40°C to 85°C, derate from 100% load at 60°C to 40% at 85°C 


Short Circuit Protection Continuous, with auto recovery 
MTBF 3.8MHrs MIL-HDBK-217F, 25°C GB 
Emissions EN55022, Class B conducted 
Output Output Output Price Each 
Mfg. Part No. Power Voltage Current Stock No. 1-4+ 
7V to 28 V 
@ TR10S3V3 3.3W 3.3V 1A 10AC5482 3.15 
8V to 28 V 
@ TR10S05 SW 5V 1A 10AC5481 3.15 
PIM_5683493 
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DC-TO-DC CONVERTERS 


TEL 3 SERIES, 3 WATT, 2:1 AND 3:1 li TRACO POWER __ TDN 3WISERIES 3 WATT SINGLE AND DUAL OUTPUT DC/DC 


INPUT RANGE DC/ CONVERTERS (CONT.) 
DC CONVERTERS = Output Output Output Price Each 
Oat font Mfg. Part No. Power 4 2 Stock No. 1-4+ 
ompliant 
Available HNO SGV 
@ DN 3-2422WI 3W 12 V, 125 mA -12 V, 125 mA 85Y2399 22.95 
DN 3-2423W! 3W 15 V, 100 mA -15 V, 100 mA 85Y2400 20.63 
18 V to 75V 
Ager caniaagwuk np DN 3-4810W 3W 3.3 V, 700 mA - 85Y2401 19.14 
ide 2:1 and 3:1 input range ‘egulation: 
@ High efficiency up to 81% @ Line regulation: + 0.5% max. DN 3-4811W 3w 5, 600 mA = 85Y2402 19.14 
© DIL-24 plastic package © Load regulation: (single output) + 0.5% max. (dual DN 3-4812W! 3W 12 V, 250 mA ite 85Y2403 19.72 
e Short-circuit protection output) + 1.0% max. DN 3-4813WI 3W 15 V, 200 mA 7~ 85Y2404 19.14 
@ 1/0 isolation 1500 VDC © Ripple & Noise: <60 mVpk-pk typ. (20 MHz BW) 
© Safety standards / approvals: UL/cUL 60950-1, @ |/O-Isolation: 1500 VDC _TON3-4815wi | SW 4 125mA | T8405 | 21.93 
IEC/EN 60950-1 and CB report © Operating temperature range: -40°C to +85°C, DN 3-4821WI 3W 5 V, 300 mA -5 V, 300 mA 85Y2406 22.95 
bia aes ane! siete : re cra a tetas, 3.3%IK ne DN 3-4822W 3w 12 V, 125 mA “12 V, 125 mA 85Y2407 22.95 
de Pi icasips oe feature high efficiency, which allows operation temperature up to DN 3-4823W 23W 15 V, 100 mA “15 V, 100 mA 8572408 22.95 
= PIM_5573579 
Output Output Output Price Each 3 
Mfg. Part No. Power 1 2 Stock No. 1-4+ 
45Vto9V TRACO POWER, 3 WATT DC/DC ll TRACO POWER 
@ TEL 3-0511 3w 5 V, 600 mA z 51R4773 = CONVERTERS, TEN 3N SERIES 
@ TEL 3-0522 3w 12.V, 125 mA 12 V, 125 mA 51R4775 13.89 © Wide 2 : 1 input range 
QVt018V © Input filter to meet EN 55022, class A and FCC, 
7 level A without external components 
@ TEL 3-1222 3W 12 V, 125 mA -12 V, 125 mA 51R4779 = © Extended operating temperature range -40°C 
@ TEL 3-1223 3w 15 V, 100 mA -15 V, 100 mA 51R4780 13.89 to 85°C — 
@ Models with 1500 VDC and 3'000 VDC 
10 V to 30V @ |/O isolation (functional insulation) 
@ TEL 3-2012 3W 12 V, 250 mA ne 51R4782 21.10 @ High reliability, MTBF >1.0 Mio. h 
18 V to 36V © 3-year product warranty 
@ TEL 3-2411 3w 5 V, 600 mA = 51R4785 = Output Output Output Price Each 
@ TEL 3-2422 3W 12 V, 125 mA -12 V, 125 mA 51R4787 15.92 Mfg. Part No. Power 1 2 Stock No. 1-4+ 
@ TEL 3-2423 3W 15 V, 100 mA -15 V, 100 mA 51R4788 14.58 45Vto9V 
36 V to 75V @ TEN 3-0510N 3W 3.3 V, 750 mA a 45Y1861 13.47 
@ TEL 3-4811 3W 5 V, 600 mA ue 51R4789 a @ TEN 3-0511N 3W 5 V, 600 mA ase 45Y1862 AES 
@ TEL 3-4822 3W 12 V, 125 mA -12 V, 125 mA 51R4791 13.89 @ TEN 3-0512N 3W 12 V, 250 mA sis 451864 11.75 
PIM_164419 @ TEN 3-0513N 3wW 15 V, 200 mA si 45Y1866 13.47 
@ TEN 3-0515N 3W 24 V, 125 mA Pe 45Y1868 11.75 
TDN 3WI SERIES 3 WATT SINGLE STEN EIEN = SN,250mA | SV, 260 A ee 
AND DUAL OUTPUT DC/DC @ TEN 3-0522N 3W 12 V, 125 mA 12 V, 125 mA 45Y1872 13.27 
CONVERTERS @ TEN 3-0523N 3W 15V,100mA | -15V,100mA | 45¥4874 | 15.20 
© Ultra compact DIP package 0.52 x 0.36 x 0.40 inch 9Vto 18V 
° esas sn VDC @ TEN 3-1210N 3W 3.3 V, 750 mA Py 45Y1877 44.75 
@ Fully regulated outputs 
© Operating temperature: -40°C to 70°C without @TENS120IN | SW 5 600mA YABB 11.75 
derating @ TEN 3-1212N 3w 12 V, 250 mA a 451879 11.75 
© Short circuit protection @ TEN 3-1213N 3W 15 V, 200 mA is 45Y1880 13.47 
© Remote On/Off 
© 3 year product warranty @ TEN 3-1215N 3W 24 V, 125 mA - 45Y1881 13.47 
@ Built-in EN55022 class A filter @ TEN 3-1221N 3W 5 V, 250 mA -5 V, 250 mA 45Y1882 15.20 
@ TEN 3-1222N 3W 12 V, 125 mA -12 V, 125 mA 45Y1883 13.27 
@ TEN 3-1223N 3W 15 V, 100 mA -15 V, 100 mA 451884 13.27 
Input Voltage Range 12V (4.5V to 18VDC), 24V (9V to 36VDC), 48V (18V to 75VDC) 18 V to 36V 
Efficiency Up to 83% @ TEN 3-2410N 3W 3.3 V, 750 mA 2 45Y1885 41.75 
: : 9 oo 
Line Reauaion = 2 @ TEN 3-2411N 3W 5 V, 600 mA 2 45Y1888 11.75 
oad Regulation 0% 
- ‘ 5 @ TEN 3-2412N 3W 12 V, 250 mA ss 45Y1891 12.34 
meee a= - cl Mies s cae @ TEN 3-2413N aw 15 V, 200 mA F a5y1895 | 13.47 
5 2 a = @ TEN 3-2415N 3W 24 V, 125 mA sis 451898 12.34 
Operating Temperature -40°C to 70°C aw SV -2E0 MA VFO TMA 4571901 
Short Circuit Protection Continuous, with auto recovery @ TEN 3-2421N Mm al a 15.20 
MTBE 5,627kHrs MIL-HDBK-217F, 25°C GB @ TEN 3:2422N ow 12N,125mA | -12¥, 125 mA_ |RSS Tt 
@ TEN 3-2423N 3W 15 V, 100 mA -15 V, 100 mA 45Y1907 13.27 
Output Output Output Price Each 36 Vto 75V 
Mfg. Part No. Power 1 2 Stock No. 1-4+ @ TEN 3-4810N 3W 3.3 V, 750 mA an 45Y1911 11.75 
45V to 18V @ TEN 3-4811N 3w 5 V, 600 mA ssi 451914 13.47 
DN S20 - — _ - = a gait @ TEN 3-4812N 3W 12,V, 250 mA e a5yi9i8 | 11.75 
DN 3-1211WI f m ea 21.93 @ TEN 3-4813N 3W 15 V, 200 mA set 45Y1922 13.47 
DNS eIeW ow TEN. 208 a BSYZSE (aa |RZIIEES @ TEN 3-4815N 3W 24 V, 125 mA 7 a5vi926 | 11.75 
DN 3-1213W 3W 15 V, 200 mA - 85Y2388 21.93 @ TEN 3-4821N 3W 5 V, 250 mA -5 V, 250 mA 45Y1930 15.20 
ew aw ee VTS zs BSYZ360/E |i Oa @ TEN 3-4822N 3W 12V,125mA | -12V,125mA |  45Y1934 | 15.20 
DN 3-1221W 3w 5V,300mA | 5,300 mA [RRB SMZSS0 a 2222 @ TEN 3-4823N 3W 15V,100mA | -15V,100mA | 45Y4939 | 15.20 
DN 3-1222WI 3W 12 V, 125 mA -12 V, 125 mA 85Y2391 20.03 PIM 5405872 
DN 3-1223WI 3W 15 V, 100 mA -15 V, 100 mA 85Y2392 20.03 = 
9V to 36V 
DN 3-2410W! 3W 3.3 V, 700 mA ts 85Y2393 19.14 
DN 3-2411WI 3W 5 V, 600 mA o 85Y2394 ein 
DN 3-2412W! 3W 12 V, 250 mA a 85Y2395 19.14 
DN 3-2413WI 3W 15 V, 200 mA ies 85Y2396 21.93 
DN 3-2415Wi 3W 24 V, 125 mA wa 85Y2397 19.14 
DN 3-2421W 3W 5 V, 300 mA -5 V, 300 mA 85Y2398 20.03 
> CONTINUED > 
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POWER SUPPLIES 


0-DC CONVERTERS 


TRACO POWER, 3 WATT DC/DC li TRACO POWER _ TEN6GNSERIES6 WATT SINGLE AND li TRACO POWER 

CONVERTERS, TEN 3WIN SERIES DUAL OUTPUT DC/DC 

© Ultra wide 4 : 1 input range CONVERTERS 

© Input filter to meet EN 55022, Class A and FCC, 
level A without external components 

@ Extended operating temperature range -40°C 
to 85°C 


@ Models with 1500 VDC and 3000 VDC 
@ 1/0 isolation (functional insulation) 
@ DIP-24 package 
© High reliability, MTBF >1.0 Mio. h , : 
e 3 © 2:1 input voltage range © Overload protection 
Zea © High efficiency @ 1/0 isolation 1500 VDC 
Output Output Output Price Each © Operating temperature: -40°C to 85°C © DIP-24 plastic package 
Mfg. Part No. Power 1 2 Stock No. 1-4+ @ No minimum load required @ Industry standard pinout 
OV to 36V @ Input filter meets EN 55022, class A © 3 year product warranty 
@ TEN 3-2410WIN 3W 3.3 V, 750 mA 45Y1887 = Input Voltage Range 12V (9V to 18VDC), 24V (18V to 36VDC), 48V (36V to 75VDC) 
@ TEN 3-2411WIN 3W 5 V, 600 mA 45Y1889 13.09 Up to 84% 
@ TEN 3-2412WIN 3W 12.V, 250 mA 45Y1893 | 14.28 Line Regulation 0.5% 
@ TEN 3-2413WIN 3W 15 V.200 mA 45Y1896 12.62 Load Regulation 1.2% Single Output, 3.0% Dual Output 
@ TEN 3-2415WiN 3W 2A V, 125 mA 7 45Y1899 12.46 Ripple & Noise 80mV pk-pk max @ 20MHz bandwidth 
@ TEN 3-2421WIN 3w 5V,250mA | -5V,250mA | 451902 | 13,89 oe oe —— 
@ TEN 3-2422WIN aw 12V, 125mA | -12V,125mA | 4571905 = eee — 
@ TEN 3-2423WIN Ww 15V 100 mA 5 V 100 mA 751909 ABTS Short Circuit Protection Continuous, with auto recovery 
- - - MTBF >1MHrs MIL-HDBK-217F, 25°C GB 
18V to75V Dimensions: 10.2 x 31.8 x 20.3mm 
@ TEN 3-4810WIN 3W 3.3 V, 750 mA 45Y1913 12.46 
@ TEN 3-4811WIN 3W 5 V, 600 mA 451915 14.28 Output Output Output | Price Each_ 
@ TEN 3-4812WIN 3W 12 V, 250 mA 451920 14.28 Mfg. Part No. Power 1 2 Stock No. ihe 
@ TEN 3-4813WiN 3W 15 V, 200 mA 45Y1924 12.46 aMtorBy 
@ TEN 3-4815WiN 3W 24 V, 125 mA 7 451927 | 12.46 @ TEN G12 10N My gS WilZA ed | ie 
@ TEN 3-4821WIN 3W 5 V, 250 mA “5 V, 250 mA 45Y1931 15.92 @ TEN 6-1211N 6wW 5V,1.2A 45Y2046 19.79 
@ TEN 3-4822WiN 3W T2V, 125mA | -12V,125mA | 45Y1936 | 13.89 ScTEN GelziZh ad 12.v, 500mA 45y2047 | 19.79 
@ TEN 3-4823WIN 3W 15V,100mA | -15V,100mA | 45vi941 | 14.58 SEN GHIZIIN ow Je yanoin’ ABYZOS [Eien 
BINSIGseTS @ TEN 6-1215N 6w 24 V, 250 mA a 45Y2049 18.13 
_ @ TEN 6-1221N 6w 5 V, 500 mA -5 V, 500 mA 45Y2050 18.96 
@ TEN 6-1222N 6w 12 V, 250 mA -12 V, 250 mA 45Y2051 21.73 
TDN SWI SERIES 5 WATT SINGLE ii TRACO POWER @ TEN 6-1223N 6w 15 V, 200 mA -15 V, 200 mA 45Y2052 21.73 
AND DUAL OUTPUT DC/DC 18V to 36V 
CONVERTERS 
© Ultra compact DIP package 0.52 x 0.36 x 0.40 inch @TEN 6-24 10N ov 33V, 1.28 eniz05s 19.79 
@ 1/0 isolation 1600VDC @ TEN 6-2411N 6W 5V,1.2A 45Y2055 18.13 
@ Fully regulated outputs @ TEN 6-2412N 6wW 12 V, 500 mA 45Y2057 19.79 
© Operating temperature: -40°C to 75°C 
© Short circuit protection @ TEN 6-2413N 6w 15 V, 400 mA 4572059 19.79 
© Remote On/Off @ TEN 6-2415N 6W 24 V, 250 mA a 45Y2061 17.27 
© 3 year product warranty @ TEN 6-2421N 6w 5 V, 500 mA -5 V, 500 mA 45Y2063 21.73 
@ TEN 6-2422N 6w 12 V, 250 mA -12 V, 250 mA 45Y2065 18.96 
@ TEN 6-2423N 6wW 15 V, 200 mA -15 V, 200 mA 45Y2067 18.96 
36 V to 75V 
Input Voltage Range 24V (QV to 36VDC), 48V (18V to 75VDC) @ TEN 6-4810N 6W 3.3V,1.2A 45Y2069 Aen 
Efficiency Up to 84% @ TEN 6-4811N 6wW 5V,1.2A 45Y2071 19.79 
Line Regulation 0.2% @ TEN 6-4812N 6W 12 V, 500 mA 452073 19.79 
Load Regulation 1.0% @ TEN 6-4813N 6w 15 V, 400 mA 45Y2075 47.27 
Ripple & Noise 75mV pk-pk max @ 20MHz bandwidth @ TEN 6-4815N 6W 24 V, 250 mA 7 45Y2077 17.27 
Isolation Voltage 1600VDC @ TEN 6-4821N ew 5 V, 500 mA -5 V, 500 mA 45Y2079 21.73 
Operating Temperature A0"Cto 75°C @ TEN 6-4822N 6w 12 V, 250 mA -12.V, 250 mA 452081 18.96 
Short Circuit Protection Continuous, with auto recovery @ TEN 6-4823N 6w 15 V, 200 mA “15 V, 200 mA 45Y2083 21.73 
MTBF 2.28kHrs MIL-HDBK-217F, 25°C GB 
PIM_5573583 
Output Output Output Price Each 
ete [ower A z a TEN 8WI SERIES, 8 WATT, DC/DC ll TRACO POWER 
CONVERTERS 
DN 5-2410W! 5W 3.3V,1A 85Y2409 22.08 ans 
‘01 
DN 5-2411W SW 5V,1A asyoai0 | 22.08 Gepiinyen 
DN 5-2412W 5W 12 V, 420 mA 85Y2411 22.08 Available 
DN 5-2413W! SW 15 V, 333 mA 85Y2412 22.08 @ 
DN 5-2415W! SW 24 V, 210 mA was 85Y2413 22.08 
DN 5-2421W! 5W 5 V, 500 mA -5 V, 500 mA 85Y2414 23.14 
DN 5-2422W! 5W 12 V, 210 mA -12 V, 210 mA 85Y2415 23.14 
DN 5-2423W! 5W 15 V, 168 mA -15 V, 168 mA 85Y2416 26.52 
18V to 75V Features: Specifications: 
DN 5-4810W 5W 3.3V,1A 85Y2417 25.30 © Ultra wide 4:1 input range © Regulation: 
z © High efficiency up to 88% © Line regulation:+ 0.2% max. 
BN selivl BW OMIA Be 228 © Input filter meets EN 55022, class A and FCC, © Load regulation: + 0.5% max. (single output 
DN 5-4812WI 5W 12 V, 420 mA 85Y2419 22.08 level A with external capacitor models) 
DN 5-4813W! 5W 15 V, 333 mA 85Y2420 22.08 © Short circuit protection @ + 1.0% max. (dual output models) 
© Six-side shielded metal case, with insulated @ Ripple & Noise: 50 mVpk-pk typ. (20 MHz BW) 
DN 5-4815W eM eons On a Bsy2d21 | 25.30 base plate @ '/O-Isolation: 1500 VDC 
DN 5-4821W SW 5 V, 500 mA “5 V, 500 mA 85Y2422 23.14 © Remote on/off © Operating temperature range: -40°C to +85°C, 
DN 5-4822W. 5W 12 V, 210 mA -12 V, 210 mA 85Y2423 24.07 @ Industry standard pin out above 70°C derating 3.5%/K 
zi © 3-year product warranty @ Remote On/Off: shutdown input for low current (2.5 
DN 5-4823W! 5W 15 V, 168 mA 15 V, 168 mA 85Y2424 23.14 mA) in standby operation 
PIM_5573581 TEN 8WI series high performance DC/DC converters feature over voltage protection and under voltage lockout. 
Full SMD-design with use of ceramic chip capacitors provides high reliability and long product life. Safety 


standards / approvals: cUL/UL 60950-1, IEC/EN 60950-1. 
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POWER SUPPLIES 


DC-TO-DC CONVERTERS 


TEN 8WI SERIES, 8 WATT, DC/DC CONVERTERS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


TMR 9 AND TMR 9WI SERIES 9 WATT SINGLE AND DUAL OUTPUT DC/DC 


Output Output Output Price Each CONVERTERS (CONT.) 

Mfg. Part No. Power 1 2 Stock No. 1-4+ Output Output Output Price Each 
9V to 36V Mfg. Part No. Power 1 2 Stock No. 1-4+ 
@ TEN 8-2411WI 8w 5V,1.6A ans 51R4999 = 18V to 75V 
@ TEN 8-2422WI 8w 12 V, 333 mA -12 V, 333 mA 51R5006 32.31 @ TMR 9-4821WI ow 5 V, 800 mA -5 V, 800 mA 45Y3099 38.25 
18V to 75V @ TMR 9-4822WI ow 12 V, 375 mA -12 V, 375 mA 45Y3101 33.38 
@ TEN 8-4812WI 8w 12 V, 666 mA 51R5014 30.75 @ TMR 9-4823WI ow 15 V, 300 mA -15 V, 300 mA 45Y3103 33.38 
@ TEN 8-4813WI 8w 15 V, 533 mA 51R5015 29.29 36 V to 75 V 

PIM_166272 @ TMR 9-4810 ow 3.3V,2A 45Y3086 27.86 
@ TMR 9-4811 ow 5V,1.6A 45Y3088 27.86 
TMR 9 AND TMR 9WI SERIES 9 WATT | TRACO POWER @ TMR 9-4819 ow 9V,1A 45Y3096 31.93 
SINGLE AND DUAL OUTPUT DC/DC @ TMR 9-4812 ow 12 V, 750 mA 45Y3090 27.86 
CONVERTERS @ TMR 9-4813 ow 15 V, 600 mA 45y3092 | 27.86 
RoHS @ TMR 9-4815 ow 24 V, 375 mA aa 45Y3094 31.93 
Gee tinpiat @ TMR 9-4821 ow 5 V, 800 mA 5 V, 800 mA 45Y3098 29.64 
@ TMR 9-4822 ow 12 V, 375 mA -12V, 375 mA 453100 33.97 
@ TMR 9-4823 ow 15 V, 300 mA -15 V, 300 mA 45Y3102 33.97 

PIM_5573586 


Highest power density in SIP package 
Ultra-compact SIP-8 package 
Smallest footprint 9W converter 

Full SMD design 

Temperature range: -40° to 85°C 


High efficiency up to 89% 
Indefinite short-circuit protection 
I/O isolation 1500VDC 

Remote On/Off control 

3 year product warranty 


TMR 9: 12V (9V to 18VDC), 24V (18V to 36VDC), 48V (36V to 75VDC) 
TMR OWI: 24V (9V to 36VDC), 48V (18V to 75VDC) 


Efficiency Up to 89% 
Line Regulation 0.2% 
Load Regulation 1.0% 
Isolation Voltage 1500VDC 
Operating Temperature -40°C to 85°C 


Input Voltage Range 


Short Circuit Protection Indefinite, with auto recovery 
MTBF >2.9MHrs MIL-HDBK-217F, 25°C GB 
Output Output Output Price Each 

Mfg. Part No. Power 1 2 Stock No. 1-4+ 
9V to 18V 
@ TMR 9-1210 ow 3.3V,2A 45Y3059 27.86 
@ TMR 9-1211 ow 5V,1.6A 45Y3060 27.86 
@ TMR 9-1219 ow 9V,1A 45Y3064 31.93 
@ TMR 9-1212 ow 12 V, 750 mA 45Y3061 27.86 
@ TMR 9-1213 ow 15 V, 600 mA 45Y3062 27.86 
@ TMR 9-1215 ow 24 V, 375 mA a 45Y3063 27.86 
@ TMR 9-1221 ow 5 V, 800 mA -5 V, 800 mA 45Y3065 Eas 
@ TMR 9-1222 ow 12 V, 375 mA -12 V, 375 mA 45Y3066 29.64 
@ TMR 9-1223 ow 15 V, 300 mA -15 V, 300 mA 45Y3067 29.64 
9V to 36V 
@ TMR 9-2410W ow 3.3V,2A 45Y3069 31.42 
@ TMR 9-2411WI ow 5V,1.6A 45Y3071 31.42 
@ TMR 9-2419W ow 9V,1A 45Y3079 31.42 
@ TMR 9-2412W ow 12 V, 750 mA 45Y3073 31.42 
@ TMR 9-2413W ow 15 V, 600 mA 45Y3075 31.42 
@ TMR 9-2415W ow 24 V, 375 mA 33 45Y3077 31.42 
@ TMR 9-2421W ow 5 V, 800 mA -5 V, 800 mA 45Y3081 33.38 
@ TMR 9-2422W ow 12 V, 375 mA -12 V, 375 mA 45Y3083 33.38 
@ TMR 9-2423W ow 15 V, 300 mA -15 V, 300 mA 45Y3085 as 
18 V to 36V 
@ TMR 9-2410 ow 3.3V,2A 45Y3068 27.86 
@ TMR 9-2411 ow 5V,1.6A 45Y3070 27.86 
@ TMR 9-2419 ow 9V,1A 45Y3078 27.86 
@ TMR 9-2412 ow 12 V, 750 mA 45Y3072 27.86 
@ TMR 9-2413 ow 15 V, 600 mA 45Y3074 27.86 
@ TMR 9-2415 ow 24 V, 375 mA ie 45Y3076 Ee 
@ TMR 9-2421 ow 5 V, 800 mA -5 V, 800 mA 45Y3080 29.64 
@ TMR 9-2422 ow 12 V, 375 mA -12 V, 375 mA 45Y3082 29.64 
@ TMR 9-2423 ow 15 V, 300 mA -15 V, 300 mA 45Y3084 29.64 
18V to 75V 
@ TMR 9-4810WI ow 3.3V,2A 45Y3087 31.42 
@ TMR 9-4811WI ow 5V,1.6A 45Y3089 31.42 
@ TMR 9-4819WI ow 9V,1A 45Y3097 31.42 
@ TMR 9-4812WI ow 12 V, 750 mA 45Y3091 31.42 
@ TMR 9-4813WI ow 15 V, 600 mA 45Y3093 36.01 
@ TMR 9-4815WI ow 24 V, 375 mA 45Y3095 31.42 
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SCD SERIES ENCAPSULATED INDUSTRIAL DC/DC 
CONVERTERS 


SOLAtrD 


RoHS — 

Compliant 

Available 
OW 


@ DIN Rail or Chassis Mount 
@ |P20 Protection @ Isolated Outputs 

@ Simple Snap-On for DIN Rail TS35/7.5 or TS35/15 — @ 5-Year Manufacturer's Warranty 

SCD series converters are compact, rugged power supplies designed to power industrial control instrumentation 


@ Wide 20VDC-to 72VDC-Input Range 


devices and equipment where AC power industrial is not convenient or accessible. Dimensions: 2.55(W) x 
4.74(H) x 1.29(D). 
Output Output Output Price Each 
Mfg. Part No. Power 1 2 Stock No. 1-4+ 
20 V to 72 V 
@ SCD30S5-DN 30W 5V,5A 73K1345 329.50 
@ SCD30S12-DN 30W 12V,2.5A 73K1341 343.37 
@ SCD30S15-DN 30W 15V,2A 73K1342 326.17 
@ SCD30S24-DN 30W 24V,1.3A 73K1343 356.34 
@ SCD30S48-DN 30W 48 V, 600 mA = 73K1344 351.93 
@ SCD30D15-DN 30W 15 V, 800 mA -15 V, 800 mA 73K1340 346.30 
PIM_65882 


SDP-T SERIES DIN RAIL POWER SUPPLIES 


SOLA+HD 
== Seite 
Compliant 
Available 


© Low output noise 
© PowerBoost™ industrial overload design 


© Ripple less than 50mVp-p 
© Screw terminal connections 


@ -10°C to 60°C with no derating © Input Voltage: 85 to 264 VAC 

High efficiency (85 to 88%) compact power supplies provide fast connection, short circuit, overload and 
underload protection. Each unit contains a DC indicator and front panel adjustment potentiometer. 

Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 

85 V to 264 V 

@ SDP06-24-100T 14.4W 24 V, 600 mA 78K6121 108.35 
@ SDP5-5-100T 25W 5V,5A 78K6127 179.23 
@ SDP2-12-100T 30W 12V,2.5A 78K6124 200.48 
@ SDP1-24-100T 36.4W 24V,1.3A 78K6122 162.38 
@ SDP1-48-100T 48W 48V,1A 78K6123 209.75 
@ SDP3-15-100T 51W 15V,4.2A 78K6126 227.76 
@ SDP2-24-100T 58.8W 24V,2.1A 78K6125 225.78 
85 V to 264 V, NEC Class 2 Limited Power Source Rating, Input Voltage: 210VDC to 375VDC 

@ SDP4-24-100RT 117.6W 24V,4.2A 16M0092 240.73 


PIM_77675 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


SDN-C SERIES COMPACT DIN RAIL POWER Ajit 
SUPPLIES aS Se SOL D 
fesece) Set 
Compliant 
Available 
cWkis 

© Compact packaging to save space on the DIN rail without derating, 

@ Visual diagnostic LED's for input/output status @ Rugged metal housing; easy on/off DIN mounting 

@ High MTBF means high reliability and long life © Large, IP20-rated, screw terminals for #10 

@ Higher efficiency saves energy and lowers amount AWG/6mm2, for quick, easy installation 


of heat generated in panel 

@ Powerboost™ overload capability to start high 
inrush loads 

© Accepts universal voltage 85-264VAC, 50/60 
Hz input 

@ Active Power Factor Correction 

@ Patented DIN rail mounting clip 

@ User adjustable output voltage accessible via 
front face 

@ Parallel capability standard 


© Fully tested and burned in at the factory 

@ Highly efficient switching technology 

@ Five-year manufacturer's limited warranty 

@ ULlisted - £61379, UL508, CSA C22.2 No. 107.1 

@ UL recognized - ITE, E137632; Haz. Loc., 
E234790 

© CE compliant - IEC/EN60950-1, 2nd Edition 

@ Meets SEMI F47 Sag Immunity 

© ATEX directive - EN60079-0, EN60079-15 on 
5A,10A, 40A models 


@ Wide Range of Output Voltages 

@ DIN Rail or Chassis Mount 

® Single- and Multiple-Output Voltages 
© Screw Terminations with 12AWG 

® Compact, Space-Saving Design 


e 
@ Ripple < 
e 


POWER SUPPLIES 


DIN RAIL POWER SUPPLIES 


RUGGED SCP ENCAPSULATED SERIES (CONT.) 
© Temperature Range: 0°C to +50°C 
Input Voltage: 85-264VAC 


50mVpp 


Dimensions: 4.72(H) x 2.55(W) x 1.29(D) 
@ 5-Year Warranty 


Slim-line DIN rail mount only versions available, change mfg. part no. suffix to B-DN (i.e., SCP3053.3B-DN).* 


@ Industrial grade design: -25° to 60°C operation 
SDN-C series DIN rail power supplies are the next generation of the popular SDN series. These models 
combine high efficiency and compact size with new visual diagnostic LED's. Features include sag immunity, 
power factor correction, and universal voltage input. Wide temperature operating range and parallel operation 
capability make the new SDN-C units suitable to a variety of industrial applications. 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 264 V 
@ SDN 5-24-100C 120W 24V,5A 40M7849 423.45 
@ SDN 10-24-100C 240W 24V,10A 40M7848 583.29 
@ SDN20-24-100C 480W 24V, 20A 10R6981 1045.94 
@ SDN40-24-100C 960W 24V, 40A 05X8379 1218.53 
PIM_91205 


SOLA+HD 
Sear 


SDN-P SINGLE PHASE DIN RAIL POWER SUPPLIES 


@ Easy to Mount and Connect perature Protection 

© High Efficiency (>88%) @ >20ms Hold-Up 

@ Ripple <50mVpp @ -10°C to 60°C with No Derating 

© Input Voltage: 115/230VAC (Auto Select) @ 5-Year Warranty 

© Output Voltage: 24-28VDC Adj. © Selectable Single- or Parallel-Use 

@ High MTBF and Reliability ® Class 1, Division 2 Hazardous Location 

@ Indefinite Short Circuit, Overvoltage and Overtem- @ Power Factor Correction 

Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 

85 V to 264 V 
@ SDN-9-12-100P 108W 12V,9A 01N5181 397.70 
@ SDN 5-24-100P 120W 24V,5A 47M2369 463.16 
@ SDN-16-12-100P 192W 12V, 16A 12P4741 = 
@ SDN-5-48-100P 240W 48V,5A 12P4742 566.07 
85 V to 264 V, Class 2 Limited Power Source Rating 

@ SDN2.5-24-100P 60W 24V,2.5A 49H7684 262.55 
@ SDN4-24-100LP 92w 24V,3.8A 64K0509 380.57 
85 V to 264 V, ODVA Specification 

@ SDN10-24-100P 240W 24V,10A 80K9315 570.56 

Price Each 
Mfg. Part No. Description Stock No. 1+ 

@ SDN-PMBRK2 Bracket, Chassis Mount 68H8557 11.68 
@ SDN2.5/20RED Redundancy Module, 480W, 24V, 20A 98H3673 118.63 

PIM_61881 


RUGGED SCP ENCAPSULATED SERIES 


SOLA+HD 
W 
CE 


> CONTINUED > 


B-DN Slim Line and DN Low Profile 


1.800.463.9275 © newark.com 


Output Output Output Output Price Each 
Mfg. Part No. Power 1 2 3 Stock No. 1-4+ 

85 V to 264 V 

@ SCP30S3.3-DN 30W 3.3V,6A 83F2959 257.00 
@ SCP30S5-DN 30W 5V,6A 73K1363 231.37 
@scp30sizDN | 30w | 12V,25A 73K1357 | 306.63 
@ SCP30S15-DN 30W 15V,2A 16M0089 252.25 
@SCP30S24-DN | 30W | 24V,13A 73K1360 | 255.52 
@ SCP30S48-DN 30W | 48 V, 600 mA i 73K1362 210.15 
@ SCP30D512-DN 30W 5V,3A 12V,1.2A 73K1355 282.07 
@ SCP30D524-DN 30W 5V,3A 24 V, 600 mA 73K1356 284.93 
@ SCP30D12-DN 30W 12V,1.2A -12V,1.2A 73K1352 324.16 
@ SCP30D15-DN 30W 15V,1A -15V,1A ss 73K1353 314.28 
@ SCP30T515-DN 30W 5V,3A -15 V, 500 mA | 15 V,500 mA | 73K1366 309.76 
@ SCP30T512-DN 30W 5V,3A -12 V, 600 mA | 12 V, 600 mA | 73K1365 312.58 


PIM_62681 


SDN SERIES THREE PHASE DIN RAILS 
@ Easy to Mount and Connect 

@ High Efficiency (>90%) 

@ High MTBF and Reliability 

@ High Grade and Low Stress Design Components 
© Short Circuit Protection 

© Overvoltage and Over Temperature Protection 

e 

e 

e 

e 

e 


SOLA+HD 
COs 
@ 


Auto Select 115/230 VAC, 50/60 Hz Input 
Output voltage, 22.5-28.5V Adj. 

Ripple and noise, <50mVpp 

>20ms Hold-Up 

-25°C to 60°C With No Derating 


Output Output Price Each 
Mfg. Part No. Power 4 Stock No. 1-4+ 
320 V to 540 V 
@ SDN5-24-480C 120W 24V,5A 5678191 401.97 
@ SDN20-24-480CC 480W 24V, 20A 73R7415 es 
@ SDN40-24-480C 960W 24V,40A 73R7416 1194.86 
340 V to 576 V 
@ SDN10-24-480C 240W 24V,10A 5678190 568.10 
Price Each 
Mfg. Part No. Description Stock No. [4-1-4 
@ SDN-PMBRK2 Bracket, Chassis Mount 68H8557 11.68 
@ SDN30/40 RED Redundant Module, 24V, 40A 39M5520 161.24 
PIM_70055 


SVL SERIES 15-480 WATT SINGLE OUTPUT POWER 
SUPPLIES 


SOLAtHD 


@ Universal input 
® Protection: short circuit, over voltage, overload and 


© Two year warranty 
© Applications: test and measure equipment, 


over temperature scanners, instrumentation, printers peripheral, ATM 
® Convection cooling machines, semiconductor fabrication equipment 
@ DC OKLED and vending machines 
® DC Ok relay for >120 watts models 


85-264VAC, 120-375VDC 
<0.5% 
<1% 

3000 VAC Input to Output 


1500 VAC Input to Ground 
500 VAC Output to Ground 


-20°C to 70°C 


Input Voltage: 
Line Regulation: 
Load Regulation: 


Isolation Voltage: 


Operating Temperature: 
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POWER SUPPLIES 


DIN RAIL POWER SUPPLIES 


SVL SERIES 15-480 WATT SINGLE OUTPUT POWER SUPPLIES (CONT.) 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 264 V 
SVL 3-5-100 15W 5V,3A TTY8475 52.98 
SVL 6-5-100 30W 5V,6A TTY8479 24.57 
SVL 1-24-100 30W 24V, 1.25A TTY8470 57.14 
SVL 4-12-100 48w 12V,4A TTY8476 79.82 
SVL 2-24-100 SOW 24V,2.1A TTY8472 72.62 
SVL 4-24-100 96W 24V,4A TTY8477 85.22 
SVL 5-24-100 120W 24V,5A TTY8478 91.55 
SVL 2-48-100 120W 48 V,2.5A 77Y8473 66.66 
SVL 10-24-100 240W 24V,10A 77Y8471 139.83 
SVL 20-24-100 480W 24 V, 20A 7TY8474 197.51 
PIM_5507668 


DRL10-100 SERIES, 10-100 WATT SINGLE OUTPUT 


POWER SUPPLIES 


TDK:-Lambda 


@ Low profile for building automation 
® Class II double insulation 

© High efficiency (up to 90%) 

@ ErP compliant design 


Input Voltage Range 


@ Low no load power consumption 
© Class 2 models to UL1310 
@ SEMI F47 compliant 


85V to 264VAC, 120V to 373VDC (300VAC for 5s) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


DRB480 SERIES, 480 WATT SINGLE OUTPUT AC/DC POWER SUPPLY 
(CONT.) 


| Dimensions 84 x 125 x 124mm | 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-9+ 
90 V to 264 V 
DRB480241 480w 24V,20A 03AC2299 a 
PIM_5673735 


DRF120-480 SERIES, 120-480 WATT, 24V OUTPUT 
DIN RAIL MOUNT AC/DC TDK-Lambda 
POWER SUPPLIES 


® Very compact size 

High efficiency (up to 94%) 

150% peak power capability for 4s 
ErP compliant design 

Low standby power draw 

Remote on/off 


e 
e 
e 
e 
e 
@ Remote voltage adjustment 


Input Frequency 


47Hz to 63Hz 


Line Regulation 
Load Regulation 
Ripple & Noise 


12V Output: 120mV 
24V Output: 240mV 


Operating Temperature 


-20°C to 71°C 


Safety Approvals 


UL508 Listed, UL/CSA/EN60950-1, UL1310 Class 2, CE Mark 


Dimensions 


DRL10: 0.71 x 3.58 x 2.19” 
DRL30: 1.42 x 3.58 x 2.19” 
DRL60: 2.13 x 3.58 x 2.19” 
DRL100: 2.83 x 3.58 x 2.19” 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. at 
85 V to 264 V 
DRL10-24-1 10W 24 V, 420 mA 02AC9438 22.64 
DRL10-12-1 10.1W 12 V, 840 mA 02AC9437 22.64 
DRL30-12-1 25.2W 12V,2.1A 02AC9440 36.39 
DRL30-24-1 30W 24V, 1.25A 02AC9441 36.39 
DRL60-12-1 54W 12V,4.5A 02AC9442 43.20 
DRL60-24-1 60W 24V,2.5A 02AC9443 43.20 
DRL100-24-1 100.8W 24V,4.2A 02AC9439 57.29 
PIM_5670293 


Input Voltage Range 85V to 264VAC (300VAC for 5s) 

Input Frequency 47Hz to 63Hz 

Line Regulation <96mV 

Load Regulation <240mV 

Ripple & Noise 

Operating Temperature -25°C to 70°C (derate linearly to 75% load above 60°C) 

Safety Approvals* UL508 Listed, IEC/UL/EN60950-1, ATEX, IEC Ex, GL, CE Mark 

Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-9+ 

85 V to 264 V 
DRF120241 120W 24V,5A 27Y0222 160.51 
DRF240241 240W 24V,10A 27Y0223 196.93 
DRF480241 480W 24V,20A 270224 302.04 

PIM_5411524 


DRF120-480 SERIES 120-480 WATT, 24V OUTPUT 
DIN RAIL MOUNT AC/DC POWER 
SUPPLIES 


© Compact size 

High efficiency: up to 94% 

150% peak power capability for 4s 
ErP compliant design 

Low standby power draw 

Remote on/off 

Remote voltage adjustment 
Hazardous Location 

ATEX & IEC Ex certification 


TDK:-Lambda 


DRB480 SERIES, 480 WATT SINGLE OUTPUT AC/ 


DC POWER SUPPLY 


TDK:Lambda 


@ High efficiency 
© 84mm width 
@ EMC: EN55022 curve B, conducted & radiated 


Input Voltage Range 


© 7 year eCap-Life 
@ 3 year warranty 


90V to 264VAC 


Ripple & Noise 


Input Frequency 47Hz to 63Hz 
Line Regulation <24mV 
Load Regulation 240mV 


Operating Temperature 


-20°C to 70°C, (Derate linearly to 62.5% load from 50°C to 70°C) -30°C start up 


Safety Approvals 


UL508 (UL840), CSA22.2 No. 107.1-01, IEC/EN/UL60950-1, CE Mark 
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Input Voltage Range 85V to 264VAC (300VAC for 5s) 

Input Frequency 47Hz to 63Hz 

Line Regulation <96mV 

Load Regulation <240mV 

Ripple & Noise 

Operating Temperature -25°C to 70°C (derate linearly to 75% load above 60°C) 

Safety Approvals UL508 Listed, IEC/UL/EN60950-1, ATEX, IEC Ex, GL, CE Mark 

Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-9+ 

85 V to 264 V 
DRF120241/HL 120W 24V,5A 74Y6063 210.21 
DRF240241/HL 240W 24 V,10A 74Y6064 294.53 
DRF480241/HL 480W 24V,20A 74Y6065 403.10 

PIM_5486124 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


POWER SUPPLIES 


DIN RAIL POWER SUPPLIES 


DSP SERIES 7.5 T0 100 WATT DIN RAIL MOUNT A DRB-15-100 SERIES 15-100W, 5-48V OUTPUT DIN RAIL MOUNT AC/DC 
POWER SUPPLIES TDK-Lambda POWER SUPPLIES (CONT.) 


= RoHS Output Output Price Each 
Ce liant —— 
Osan Mfg. Part No. Power 1 Stock No. 1-9+ 
O) C €E 85 V to 264 V 
@ DRB50481 50.4W 48 V, 1.05A 18X3673 44.72 
Tota TOK Lambda TOK Lambda @ DRB100241 100.8W 24V,4.2A 18X3667 64.55 
OSP60.5 PIM_211487 


DSP100-15 


DLP-PU AND DPP SERIES DIN RAIL MOUNT 


TDK:Lambda 


@ Low profile for building automation @ -25 to +71°C operation POWER SUPPLIES 

© 5V to 24V outputs © Convection cooled Gepiinn ant 
@ Wide range AC input @ DIN rail or chassis mount ‘Available 
@ UL1310 Class 2* © Two-year manufacturer's warranty 

® Class II double insulation 


DSP series low 2.2” profile fits into wall mounted cabinets. Wide range AC for global use with no input selector 
switches. Full power at 61°C no derating needed. Size (W x D x H): DSP10: 0.71 x 3.58 x 2.19”; DSP30: 2.09 x 
3.58 x 2.19"; DSP60: 2.8 x 3.58 x 2.19”; DSP100: 3.54 x 3.58 x 2.19”. 


‘TUV Rheinland 


cd US 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-9+ 

90 V to 264 V 

@ DSP10-5 7.5W 5V,1.5A 39M5711 29.08 DLP-PU/E DPP50-15 

@ DSP10-12 10W 12 V, 830 mA 39M5708 29.08 © Low Cost @ NEC Class 2 Compliant 

@ DSP10-15 10.1 15 V, 670 mA 39M5709 29.08 br sclaat eilt et @ UL508 Listed 

@IDSP 10°24 10.4W 24 Vi A20. mA 39M5710 29.08 DPP series offers universal input, compact size and a two year warranty. 

@ DSP30-5 15W 5V,3A 39M5718 46.87 Mfg. part no. DLP-PU/E features internal o-ring diodes, output voltage monitoring (via relays) and a three 

@ DSP30-12 25.2W 12V,2.1A 30M0232 46.87 year warranty. 

@ DSP30-15 30W 15V,2A 39M5716 46.87 Output Output Price Each 

@ DSP30-24 31.2W 24V,1.3A 39M5717 46.87 Mfg. Part No. Power 1 Stock No. 1-94 

@ DSP60-5 35W 5V,7A 39M5722 56.46 85 V to 264 V 

@ DSP60-12 54W 12V,4.5A 39M5719 56.46 @ DPP15-24 15W 24 V, 630 mA 73K2872 46.66 

@ DSP60-15 60W 15V,4A 39M5720 56.46 @ DPP25-5 25W 5V, 5A 73K2873 55.99 

@ DSP60-24 60W 24.V,2.5A 39M5721 56.46 @ DPP30-12 30w 12 V, 2.5A 73K2874 52.27 

@ DSP100-12 72W 12V,6A 39M5712 73.80 @ DPP30-24 30W 24V,1.3A 73K2875 55.99 

@ DSP100-15 75W 15V,5A 39M5713 71.65 @ DPP50-15 50W 15V,3.4A 73K6074 63.00 

@ DSP100-24/C2 91.20 24V,3.8A 39M5715 73.80 @ DPP50-24 SOW 24V, 2.18 73K2876 63.00 

@ DSP 100-24 100.8W 2AV,4.2A 39M5714 73.80 © DPPS0-48 SOW 48 V, 1.058 73K2877 63.00 

90 V to 304 V @ DPP100-24 100W 24V,4.2A 73K6073 89.83 

DSP30-24/277A 30W 24V,1.25A 86R9122 62.84 Price Each 

PIM_93066 Mfg. Part No. Description Stock No. | 1-1-9+ 
@ DLPPUIE Redundancy Module, 21V to 28VDC, 20A 74K2977 87.84 

DRB-15-100 SERIES 15-100W, 5-48V OUTPUT DIN TDK-Lambda PIM_84113 


RAIL MOUNT AC/DC POWER SUPPLIES 


GeReinviat DPP120-240 SERIES 120W AND 240W DIN RAIL 
Available MOUNT POWER SUPPLIES 


@ C € © Low cost 


@ 12V, 24V or 48V outputs 
e 

© Parallel function switch 
e 

e 


TDK:-Lambda 
OD | Osta 
Available 


Auto-ranging input (no manual switching) 
-25 to +71°C operation 
Convection cooled 


@ Two-year manufacturer's warranty 


DPP120-240 series snaps onto DIN Rail TS35/7.5 
or TS35/15; go online or call. No tools required. 


© Space-saving compact size © Convection cooled 
@ Input voltage 85 - 264VAC © Durable, flame-retardant polycarbonate case, "i 
@ 5V, 12V, 24V or 48V outputs rated UL94V-0 SPECIFICATIONS: 
© High efficiency (up to 91%) @ ErP compliant design Mfg. Part No. DPP-120 DPP-240 
@ Low no load power draw @ ULlisted, CE compliant AC Input Voltage Range: 90 - 132 /186- 264VAC, single phase. Auto select 
© Green LED indicates DC is OK © Three-year manufacturer's warranty Input Frequency: 47 - 63Hz 
SPECIFICATIONS Ripple & Noise (20MHz BW) 50mV 100mV 
Mfg. Part No. DRB15241 DRB30xxx DRB50xxx | DRB100241 Conducted & Radiated EMI: EN55022 class B EN55022 class A 
AC Input Voltage Range: 85 - 2645VAC (Withstands 300VAC for 5 seconds) Operating Temperature: 0 to +71°C, derate linearly to 2.5%/°C from 61°C to 71°C 
Input Frequency: 47 - 63Hz Safety Agency Approvals: UL508 Listed, UL60950-1, EN60950-1, CE 
No Load Power Draw: <0.3W <0.5W Dimensions:* 2.5W x 4.92H x 4.59"D 3.27W x4.92H x 4.57"D 
Conducted and Radiated EMI: EN55022-B 7 0 Price Each 
F * "0 o 5 7 9 ° utput utput 
Operating Temperature”: 20°C to util C (DRB30-100 derate linearly to 50% load above 55°C) Mfg. Part No. Power 1 Stock No. 19+ 
Safety Agency Approvals: UL508 Listed, UL60950-1, CSA22.2 No.60950-1, EN60950-1, 
CE Compliant 93 V to 264V 
Dimensions: O.71Wx2.95H | 0.83Wx2.95H | 1.18Wx2.95H | 1.77Wx2.95H @ DPP120-12-1 120W 12,404 GGRMZ52 93.32 
x 3.54"D x3.54"D x 3.54"D x 3.94’D @ DPP120-24-1 120W 24V,5A 66M7753 93.32 
5 @ DPP120-48-1 120W 48 V, 2.5A 66M7754 4.84 
Output Output [Price Each 240W 24V, 10A 66M7755 2 
Mfg. Part No. Power 1 Stock No. 1-9+ @ DPP240-24-1 f 144.19 
85 V to 264 V @ DPP240-48-1 240W 48 V,5A 66M7756 144.19 
@ DRB15241 15.1W 24 V, 630 mA 18X3668 33.78 PIM_103587 
@ DRB5051 30W 5V,6A 18X3674 45.58 
@ DRB30121 30W 12V,2.5A 18X3669 40.85 
@ DRB30241 30W 24V, 1.25A 18X3670 40.85 
@ DRB50121 50.4W 12V,4.2A 18X3671 44.72 
@ DRB50241 50.4W 24V,2.1A 18X3672 44.72 
> CONTINUED > 
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POWER SUPPLIES @ Indicates RoHS Compliant 4] Find Datasheets Online 
DIN RAIL POWER SUPPLIES 


DLP SERIES 24V OUTPUT DIN RAIL MOUNT A 40W TO 60W DIN MOUNT DC-DC CONVERTERS A 
POWER SUPPLIES F977; DK-Lambda ® Single, dual and triple output TDK-Lambda 
< RoHS. 
© Low Cost RoHS ® 1600VDC input to output isolation Gee timoiat 
 3-Year Warranty Gee simon © 85% typical efficiency at nominal input & full load Available 
© UL508 Listed Available © Wide operating temperature range 
© Convection Cooled @) © Internally protected ; 
Power Factor Correction to EN61000-3-2 © Dimensions (W x H x): 0.96 x 2.27 x 4.92" (24.5 
© Conducted and Radiated EMI, Class B x 57.6 x 125mm) 
@ Input Transient Protected IEC61000-4 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-9+ 
85 V to 265 V Output Output Output Output Price Each 
@ DLP75-24-1/E 75W 24V,3.1A 74K2982 72.33 Mfg. PartNo. | Power 1 2 3 Stock No. | 1-9+ 
@ DLP100-24-4/E 98.4 24V,4.1A 71K2978 97.99 9.5V to 18V 
@ DLP120-24-1/E 120W 24V,5A 74K2979 105.00 @ DPx401270512 | 40W | 5V,GA | 12V,400mA | -12V,-400mA| 2179593 | 187.96 
@ DLP180-24-1/E 180W 24V,7.5A 74K2980 142.32 @ ppx401270515 | 40w | 5V,6A | 15V,300mA | -15V,-300mA| 2179594 | 187.96 
@ DLP240-24-1/E 240W 24V,10A 71K2981 169.15 9.5V to 36V 
PIM_77451 @ DPX4024wS05 | 40W 5V,8A os Be 2179599 175.66 
@ ppx4oz4wsi2 | 40w | 12V,3.33A i. = 2179600 | 175.66 
DPP480 SERIES SINGLE OUTPUT DIN RAIL POWER TDK: ambda "Ss" AUN | AON28TR = = ZATS6OIS ERIOI6S 
SUPPLY @ pPx4024wp12 | 40w | 12V, 1.667A | -12V,-1.67A S 2179597 | 181.25 
© 90-264 VAC Input at. _ @ pPx4024w015 | 40W | 15V, 1.333A | -15V, -1.333A S 2179598 | 181.25 
@ 120-370 VDC Input sails Geptinpian 18 V to 36V 
i een LAMBDA. @ pPx4024T0512 | 40W | 5V,6A | 12V,400mA | -12V,-400mA| 2179595 | 187.96 
@ -25 to +71°C Operation Capes @ pPx4024T0515 | 40W | 5V,6A | 15V,300mA | -15V,-300mA | 2179596 | 187.96 
© Convection Cooled <iikt @ DPX6024S05 60W 5V,12A e, ee 2179609 | 203.63 
@ Dimensions (Inches): 4.92 x 6.89 x 4.57 @ DPx6024812 60W 12V,5A ~ 7 2179610 203.63 
@ ppxeo24si5 | cow | 15V,4A iF = 2179611 | 203.63 
18V to 75V 
Output Price Each @ DPx404awso5 | 40W 5V,8A n & 2179606 | 175.66 
Mfg. Part No. Power ul Stock No. i @ pPx404awsi2 | 40W | 12V, 333A = = 2179607 | 175.66 
90 V to 264V @ pPx404awsis | 40W | 15V,267A _ 2179608 | 175.66 
@ DPP480241 480W 24V, 20A 83K3881 240.31 @ ppxaoaewo12 | 40w | 12V, 1.607A | -12V,-1.67A 7 2179604 | 481.25 
@ DPP480-48-1 480W 48V, 10A ie) 240.31 @ ppx4o4awo15s | 40W | 15V,1.333A | -15V, -1.333A 7 2179605 | 181.25 
PIM_89549 36 V to 75V 
@ DPx4048T0512 | 40W | 5V,6A | 12V,400mA | -12V,-400mA | 2179602 | 187.96 
DPP120-960 SERIES 120W, 240W, 480W, 960W, 3 TDK: L ambda @ DPX4048T0515 | 40W 5V,6A 15V, 300 mA | -15V,-300mA | 2179603 | 187.96 
PHASE DIN RAIL MOUNT POWER SUPPLIES @ DPX6048S05 60W 5V,12A as zi 2179612 = 
- Rots @ppxeo4ssi2_| sow | 12V,5A " z 2179613 | 203.63 
Sepia @ ppxe048si5 | 60W | 15V,4A 7 = 2179614 | 203.63 


oce = 


DDC15-30 SERIES DIN RAIL MOUNT DC/DC CONVERTERS YP 


© 4:1 DC input range 
@ 3.3V to 24V outputs Ee 
© Low profile design vos XP Power 
© Ambient operation from -40°C to 70°C ee RoHS _ 
© 1500VDC isolation = Gee timoian 
© Class B conducted and radiated 

© Low cost © Current share (960W) Emissions 

@ 12V, 24V or 48V outputs @ -25 to +71°C operation © High efficiency C € 

@ Wide range 340 to 575VAC input © Convection cooled 3 year warranty 

@ Parallel function switch (240 & 480W) @ Two-year manufacturer's warranty 


DPP120-960 series snaps onto DIN Rail TS35/7.5 or TS35/15; go online or call. No tools required. 
SPECIFICATIONS: 
Mfg. Part No. DPP120-xx-3 | DPP240-xx-3 | DPP480-xx-3 | DPP960-xx-3 
AC Input: 340 - 575VAC, three phase 


Conducted & Radiated EMI: 47 - 63Hz 
Operating Temperature: 100mV 80mV 
Safety Agency Approvals: EN55022 class B Input Voltage Range: 9V to 36VDC 
Operating Temperature: -25°C to +71°C (derate linearly 2.5%/°C from 61 to 71°C, 3.5%/°C for Line Regulation: +1% 
DPP960) Load Regulation: +1.5% 3V3 model, +1% other models 
Safety Agency Approvals: UL508 Listed, UL60950-1, EN60950-1, CE Ripple & Noise: 100mV pk-pk max @ 20MHz bandwidth 
Dimensions:* 2.92W x 4.88H 3.5W x 4.88H 5.91W x 4.88H | 10.86W x 4.88H Isolation: 1500VDC 
x 4.68"D x 4.68"D x 4.68"D x 4.68"D - - - 
Operating Temperature: -40°C to 70°C with derating, see datash 
Output Output Price Each Emissions: EN55022 Class B conducted and radial 
Mfg. Part No. Power 1 Stock No. 1-9+ Dimensions: DDC15 (HxWxD): 3.58x0.71x2.22” 
340 V to 575V DDC30 (HxWxD): 3.58x1.38x2.22" 
@ DPP120-12-3 120W 12V,10A 26R3617 124.96 Output Output Price Each 
@ DPP120-24-3 120W 24V, 5A 26R3618 124.96 Mfg. Part No. Power 1 Stock No. 1-4+ 
@ DPP240-24-3 240W 24V,10A 26R3619 164.48 9Vto36V 
@ DPP240-48-3 240W 48V,5A 26R3620 164.48 @ DDC1524S03 11.5W 3.3V,3.5A 44Y5338 47.00 
@ DPP480-24-3 480w 24 V,20A 26R3621 239.10 @ DDC1524S05 13.5W 5V,2.7A 44Y5339 47.00 
@ DPP480-48-3 480w 48 V,10A 26R3622 239.10 @ DDC1524S09 13.5W 9V,1.5A 44Y5340 47.00 
@ DPP960-24-3 960W 24V,40A 26R3623 427.75 @ DDC1524S12 15W 12V, 1.25A 44Y5341 47.00 
@ DPP960-48-3 960W 48 V, 20A 26R3624 427.75 @ DDC1524815 15W. 15V,1A 44Y5342 47.00 
PIM_159802 @ DDC1524824 15W 24 V, 630 mA 44Y5343 _ 
rn @ DDC3024S05 22.5W 5V,4.5A 44Y5344 59.00 
> CONTINUED > 
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DDC15-30 SERIES DIN RAIL MOUNT DC/DC CONVERTERS (CONT.) 


POWER SUPPLIES 


DIN RAIL POWER SUPPLIES 


DNR10-60 SERIES DIN RAIL MOUNT SWITCHING POWER SUPPLIES (CONT.) 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 

9V to 36V 

@ DDC3024S09 25W 9V,28A 44Y5345 59.00 
@ DDC3024S12 30W 12V,2.5A 44Y5346 59.00 
@ DDC3024S15 30W 15V,2A 44Y5347 53.10 
@ DDC3024824 30W 24V, 1.25A 44Y5348 53.10 
PIM_5421016 


DPC SERIES, 30, 50 AND 70 WATT SINGLE OUTPUT POWER a’, . Ww 
SUPPLIES D 


@ Ultra slim design 

© Operating temperature: -25°C to 70°C 
@ High efficiency 

© Wide output adjustment range 


@ 5V to 48V nominal outputs 
@ <0.3W no load input power 
@ 3 year warranty 


Input Voltage: 85-264VAC. 
Line Regulation: 41% 

Load Regulation: 
Isolation Voltage: 


3000VAC Input to Output 
1500VAC Input to Ground 
500VAC Output to Ground 


100mW pk-pk max @ 20MHz bandwidth 
-25°C to 70°C 
EN55032, Class B conducted and radiated 
UL508, EN60950-1, IEC60950-1 


DPC30: 3.6 x 0.89 x 3.94” 
DPC50: 3.6 x 1.18 x 3.94” 
DPC70: 3.6 x 1.59 x 3.94” 


Ripple & Noise: 
Operating Temperature: 
EMC Emissions: 

Safety Approvals: 
Dimensions: 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 264 V 

DPC30US05 20W 5V,4A 14AC2501 40.80 
DPC30US12 24W 12V,2A 14AC2503 40.80 
DPC30US24 30W 24 V,1.25A 14AC2505 40.80 
DPC50US05 35W 5V,7A 14AC2507 46.80 
DPC50US12 48W 12V,4A 14AC2509 39.00 
DPC50US24 50W 24V,2.1A 14AC2511 nae 
DPC70US12 66W 12V,5.5A 14AC2513 52.92 
DPC70US24 72W 24V, 3A 14AC2515 52.92 
DPC70US48 72W 48 V,1.5A 14AC2517 58.80 


PIM_5701648 


DNR10-60 SERIES DIN RAIL MOUNT SWITCHING POWER 
SUPPLIES 


TUV Rheinland 


WAN US 


@ Rugged design for industrial applications @ DC OK 24 V models 
© Up to 89% efficiency © Full power to +60°C 
@ Wide adjustment range @ Three-year manufacturer's warranty 
DNR010-60 series DIN rail mount industrial AC/DC power supplies feature over voltage, overload and short 
circuit protection. Convection cooled. 30-60W models are suitable for battery-charging applications. CE 
compliant, TUV approved and UL508 listed, UL1310. Add suffix -S for spring clamp connection option (special 
order); go online or call. 
SPECIFICATIONS: 
Input Voltage: 
Line Regulation: 


Load Regulation: 


90-264 VAC, 120-370 VDC: DNR10/18, 85-264 VAC, 90-375 VDC: DNR30/60 
10-18 W: 1.0% max, 30-60 W: +0.5% max 
10-18 W: 2.0% max, 30-60 W: +0.5% max 
50 mV pk-pk, 20 MHz BW 


800 kHrs typical Bellcore, Issue 6 at +40°C, GB (DNR05/10/18), 530 kHrs typical 
Bellcore, Issue 6 at +40°C, GB (DNR30/60) 

Operating Temperature: | DNR10/18: -20°C to 70°C. DNR30/60 -40°C to 70°C. All models derate from 100% 

load at 60°C to 75% load at 70°C. 


> CONTINUED > 


Ripple & Noise: 
MTBF: 


1.800.463.9275 © newark.com 


Dimensions: 0.89W x 3.48H x 4.53"L 10/18W Models, 1.59W x 3.60H x 4.53°L 30/60W Models 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 264 V 
@ DNR30US05 30W 5V,6A 19P1925 = 
@ DNR30US12 30W 12V,2.5A 88M3108 46.06 
@ DNR30US24 30W 24 V, 1.25A 19P1926 46.06 
@ DNR60US05 50W 5V,10A 19P1930 50.90 
@ DNR60US12 60W 12V,5A 19P1931 50.90 
@ DNR60US24 60W 24V,2.5A 19P1932 50.90 
@ DNR60US48 60W 48 V, 1.25A 19P1933 50.90 
90 V to 264 V 
@ DNR10US05 10W 5V,2A 19P1915 28.48 
@ DNR10US15 10.05W 15 V, 670 mA 19P1917 25.64 
@ DNR10US12 10.08W 12 V, 840 mA 19P1916 28.48 
@ DNR10US24 10.08W 24 V, 420 mA 66M8131 28.48 
@ DNR18US05 15W 5V,3A 19P1920 38.78 
@ DNR18US12 18W 12V,1.5A 19P1921 38.78 
@ DNR18US15 18W 18V,12A 19P1922 38.78 
@ DNR18US24 18W 24 V, 750 mA 88M3106 38.78 
PIM_136304 


DNR120-480 SERIES DIN RAIL MOUNT SWITCHING POWER 
SUPPLIES 


Geptinpian 
Available 


UV Rheiniand 
@ Up to 90% efficiency @ Full Power to +60°C 

@ Wide adjustment range @ UL60950 and UL508 

@ Parallel function @ Three-year manufacturer's warranty 

DNR120-480 series DIN rail mount AC/DC power supplies feature over voltage, overload and short circuit 
protection. Convection cooled. A maximum of 3 units can be paralleled. Total power available is 90% of the 
rated current of each unit when used in parallel. DC standby versions are also available; go online or call. CE 
compliant, TUV approved and UL recognized. 


SPECIFICATIONS: 


Input Voltage: DNR120AS and DNR240PS: 90-132/180-264 VAC, auto select, 210-370 VDC, 


DNR480PS: 90-264 VAC, 120-375 VDC 
+0.5% max 
+1% (5% for units in parallel) 
120 W models: 50 mV pk-pk, 240-480 W models: 100 mV pk-pk. 20 MHz BW 


Line Regulation: 
Load Regulation: 
Ripple & Noise: 


MTBF: 430 kHrs typical Bellcore, Issue 6 at +40°C, GB 
Operating Temperature: | DNR120: -35°C to +70°C, derate linearly from +60°C at 2.5%/°C, DNR240: -40°C 
to +70°C, derate linearly from +60°C at 2.5%/°C, DNR480 PS: -40°C to +70°C, 
derate linearly from +55°C at 2.5%/°C 
Dimensions: 2.50W x 4.92H x 4.57"L DNR120AS Models, 3.27W x 4.92H x 4.39"L DNR240PS 
Models, 6.89W x 4.92H x 4.57"L DNR480PS Models 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
90 V to 264 V, Detachable Connector 
@ DNR120LS24-D 120W 24V,5A 2973276 = 
90 V to 264 V, Parallel Function 
@ DNR120AS12-1 120W 12V, 10A 19P1918 98.10 
@ DNR120AS24-| 120W 24V,5A 07R8083 98.10 
@ DNR120AS48-| 120W 48 V, 2.5A 19P1919 92.22 
@ DNR240PS24-| 240W 24V, 10A 19P1923 137.09 
@ DNR240PS48-| 240W 48V,5A 19P1924 137.09 
@ DNR480PS24-| 480W 24V,20A 19P1928 239.62 
@ DNR480PS48-| 480W 48 V,10A 19P1929 ee 
PIM_136305 


Embedded Design Tools 


PIM_5624814 
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POWER SUPPLIES 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


DIN RAIL POWER SUPPLIES 


DSA150-480 SERIES DIN RAIL MOUNT AC/DC POWER SUPPLIES (CONT.) 


DNR120-960TS SERIES DIN RAIL MOUNT SWITCHING POWER 


SUPPLIES 


Three phase AC input 

Up to 93% efficiency 

Wide adjustment range 

Full power -40°C to 60°C 
Rugged design for industrial 
applications 


to 575VAC) 
© 3 year warranty 


Input Voltage: 


Single phase input operation (340V 


* a, XP Power 
] hears c US 
po A 


‘TUV Rheinland 


340-575 VAC 3 phase (single phase operation with 75% of rated output), 
480-820 VDC 


Line Regulation: 


1.0% 


Load Regulation: 


+1.0% max (+5% for units in parallel (not DNR120TS)) 


Isolation Voltage: 


3000 VAC Input to Output 
1500 VAC Input to Ground 
500 VAC Output to Ground 


Ripple & Noise: 


100 mV pk-pk, 20 MHz BW 
80 mV pk-pk, 20MHz BW (DNR960TS) 


MTBF: 


550kHrs Bellcore, Issue 6 at 40°C, GB (DNR120TS) 
500kHrs Bellcore, Issue 6 at 40°C, GB (DNR240TS) 
420kHrs Bellcore, Issue 6 at 40°C, GB (DNR480TS) 
380kHrs Bellcore, Issue 6 at 40°C, GB (DNR960TS) 


Operating Temperature: 


-40°C to 70°C (DNR480TS -30°C), derate linearly from 60°C at 2.5%/°C 
(3.5%/°C for DNR960TS), start up at -35°C (DNR480TS -20°C) 
see derating curves 


Dimensions: 


2.93W x 4.87H x 4.39"L DNR120TS 
3.50W x 4.87H x 4.39"L DNR240TS 
5.91W x 4.87H x 4.39"L DNR480TS 
10.86W x 4.96H x 4.39"L DNR96OTS 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
90 V to 264 V 
@ DSA150PS24 150W 24 V,6.25A 44Y5350 a 
@ DSA150PS48 150W 48 V, 3.125A 44Y5351 — 
@ DSA240PS24 240W 24V,10A 44Y5352 — 
@ DSA240PS48 240W 48V,5A 44Y5353 _ 
@ DSA480PS24 480W 24V, 20A 44Y5354 _ 
@ DSA480PS48 480W 48 V, 10A 44Y5355 ae 
Price Each 
Mfg. Part No. Description Stock No. | 4-1-4+ 
@ DSA-DP20 Redundancy Module, 20A 44Y5349 —_ 
PIM_5421072 


TMDC SERIES 20 - 60 WATT SINGLE 


OUTPUT DC/DC 
CONVERTERS 


Fully encapsulated low profile plastic case 


ii TRACO POWER 


e 
© Ultra wide 4:1 input voltage range 

© Operating temperature: -40°C to 85°C 
e 

e 


1/0 isolation 2500VDC 
Excellent efficiency up to 92% 


Input Voltage Range: 


© Input filter to meet EN 55022, class A 
@ No minimum load required 

@ Remote On/Off 

© 3-year product warranty 


24V (QV to 36VDC), 48V (18V to 75VDC) 


Efficiency: 


Up to 92% 


Output Output Price Each Isolation Voltage: 2500VDC 
Mfg. Part No. Power 1 Stock No. 1-4+ Operating Temperature: -40°C to 85°C 
340 V to 575 V Short Circuit Protection: Hiccup mode, auto recovery 
@ DNR120TS12 120W 12V,10A 55Y5090 100.98 Dimensions: TMDC 20: 23.3 x 54 x 96mm 
@ DNR120TS24 120W 24V,5A 55Y5091 = bee a pay a 
@ DNR240TS24-1 240W 24V,10A 55Y5092 153.81 ee 
@ DNR240TS48-1 240W 48V,5A 55Y5093 135.00 Output Output Price Each 
@ DNR480TS24-| 480W 24V, 20A 55Y5094 ae Mfg. Part No. Power 1 Stock No. 1-4+ 
@ DNR480TS48-I 480W 48 V,10A 55Y5095 ae 9V to 36V 
@ DNR960TS24-| 960W 24V,40A 86W0178 as @ TMDC 20-2411 20W 5.1V,4A 45Y2709 _ 
@ DNR960TS48-| 960W 48 V, 20A 55Y5096 eas @ TMDC 20-2412 20W 12 V, 1.67A 45Y2710 = 
PIM_5455258 @ TMDC 20-2415 20W 24 V, 835 mA 45Y2711 & 
@ TMDC 20-2418 20W 48 V, 420 mA 45Y2712 53.23 
DSA150-480 SERIES DIN RAIL MOUNT AC/DC POWER a a BBs eC gilt 
SUPPLIES > ( ’ @ TMDC 40-2412 40w 12V,3.33A 45Y2718 61.61 
© Ultra slim design 4 @ TMDC 40-2415 40W 24 V, 1.67A 45Y2719 59.81 
° 150% peak load for 3 seconds XP Power @ TMDC 40-2418 40W 48 V, 835 mA 45Y2720 59.81 
) panels operation from -25°C Gee tinpian @ TMDC 60-2411 60W 5.1V,12A 45Y2725 72.61 
© High efficiency Available @ TMDC 60-2412 60W 12V,5A 45Y2726 80.79 
@ Selectable overload characteristic 6 C € @ TMDC 60-2415 60W 24V,25A 45Y2727 80.79 
inhibi . 
: Selectable remote inhibit or enable @ TMDC 60-2418 BOW 48V, 1.250 25Y0046 70.49 
3 year warranty 
18V to 75V 
@ TMDC 20-4811 20W 5.1V,4A 4572713 62.02 
aman, @ TMDC 20-4812 20w 12V, 1.67 A 45Y2714 54.12 
@ TMDC 20-4815 20W 24 V, 835 mA 45Y2715 55.74 
@ TMDC 20-4818 20W 48 V, 420 mA 45Y2716 54.12 
@ TMDC 40-4811 40W 5.1V,8A 45Y2721 61.15 
n 40W 12 V, 3.33A 45Y2722 { 
Input Voltage: 90-264VAC SEIMDE 408612 Gas 
7 ; @ TMDC 40-4815 40W 24 V, 1.67A 45Y2723 61.15 
Line Regulation: +0.5% max 
Load Regulation: 1% max @ TMDC 40-4818 4ow 48 V, 835 mA 45Y2724 61.15 
Isolation Voltage: 3000VAC Input to Output, 1500VAC Input to Ground, S00VAC Output to @ TMDC 60-4811 BOW 5.1V, 12A 45Y2728 83.85 
Ground @ TMDC 60-4812 60W 12V,5A 45Y2729 ess 
Ripple & Noise: 1% pk-pk max @ 20MHz bandwidth @ TMDC 60-4815 60W 24 V, 2.5A 45Y2730 fee 
Operating Temperature: -25°C to 70°C DSA240/480 models, -10°C to 70°C DSA150 models, @ TMDC 60-4818 60w 48 V, 1.25A 45Y2731 83.85 
derate from 100% load at 50°C to 50% load at 70°C an 


EMC Emissions: 


EN55022, Class B conducted and radiated 


Safety Approvals: 


UL508, EN60950-1, IEC60950-1 


Dimensions: 


782 


DSA150: 3.92x4.92x2.18", DSA240: 4.64x4.93x2.59", DSA480: 
4.85x4.91x3.39" 
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TSP SERIES 72 TO 600W INDUSTRIAL 
POWER SUPPLIES 


ii TRACO POWER 


RoHS 

Compliant 

Available 
cds 


@ True industrial grade design 

@ Rugged metal case for harsh industrial environ- 
ments 

© For worldwide use — Autoselect input and interna- 
tional safety approvals 

@ Single- and two-phase wide-range input 
100/230-500 VAC (TSP-WR) 

@ Variable output voltage 

@ Indefinite short circuit, overvoltage and overtem- 


SPECIFICATIONS 
Model: TSP 


Input Voltage Range: 85-132 / 187-264VAC autoselect 
85-263VAC universal input (TSP 070/090) 


perature protection 

Power OK signal 

Remote On/Off 

Shock and vibration proof 

Wall mounting (opt.) 

Redundancy module 

Buffer module for power backup 
Battery controller module 
Three-year manufacturer's warranty 


TSP-WR 


85-132VAC / 187-550VAC range 
selectable by selector switch 
187-264VAC / 323-550VAC autoranges 


50 - 60Hz 
88% typ. 


47 - 63Hz 
87% typ. 


Input Frequency: 


Efficiency: 


POWER SUPPLIES 


TEP 150WI SERIES 150W DC/DC 
CONVERTERS 


© Shielded metal case with screw terminals 
Compact dimensions: 98 x 52 x 34 mm 
Ultra-wide 4:1 input voltage range 

Very high efficiency up to 87% 

Constant current output characteristic for battery 
load applications 


ii TRACO POWER 


RoHS — 
Compliant 
Available 


© Overtemperature protection 
© Operating temp. range -40°C to +75°C 
© Reverse input protection 
@ 1/0 isolation 2250 VDC (basic insulation) 
@ Easy chassis and wall mounting 
@ Three-year manufacturer's warranty 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
9V to 36V 
@ TEP 150-2412W 150W 12V,12.5A 51R5020 222.67 
@ TEP 150-2413W 150W 15V, 10A 51R5021 222.67 
@ TEP 150-2415W! 150W 24V,6.3A 51R5022 222.67 
18V to 75V 
@ TEP 150-4812W 150W 12V,12.5A §1R5025 222.67 
@ TEP 150-4813W: 150W 15V, 10A 51R5026 222.67 
@ TEP 150-4815W 150W 24V, 6.3A 51R5027 222.67 
@ TEP 150-4816W! 150W 28 V, 5.4A 51R5028 222.67 
@ TEP 150-4818W: 150W 48 V,3.2A 51R5029 222.67 
PIM_191926 


Operating Temp: 25°C to +70°C PS5R-V SERIES DIN RAIL POWER SUPPLIES ot D E Cc 
Output Output Price Each 
Mfg. Part No. Power 4 Stock No. 1-4+ 

85 V to 264 V 

@ TSP 090-124 9O0W 24 V, 3.75A 51R5674 = 

@ TSP 180-124 180W 24V,7.5A 51R5677 167.08 

@ TSP 360-124 360W 24V,15A 51R5680 253.07 

@ TSP 600-124 600W 24V,25A 51R5683 336.40 

85 V to 550 V 

@ TSP 360-124WR 360W 24V,15A 51R5681 340.70 

@ TSP600-124WR 600W 24V,25A 52W8826 553.58 

Price Each © Compact size preserves panel space © Approved for use in Class | Division 2 hazardous 
- | Price Each ~~ e Slim size (width): 2.5mm (10W/15W/30W), 36mm —_locations 
Mfg. Part No. Description Stock No. | 1-1-4+ (G0W/90W), 45mm (7.5W), 46mm (120W), 60mm — © Can be installed in 6 directions 
@ TSP-BCM24 Battery Controller Modules with Batteries, 360W, 24V 5174145 138.22 Ware ‘vallasa tine eS AG tind . te rail or aba litel a 
; ; @ Universal voltage input: lo : © Overcurrent protection with auto-rese' 

@ TSP BCM24A Battery Controller Modules with Batteries, 600W, 24V 2571488 251.25 to 370VDC @ Meets SEMI F47 Sag Immunity (208V AC input) 

@ TSP-BFM24 Buffer Module, 600W, 24V, 25A 51R5685 250.72 © Wide operating temperature range © Five year factory warranty 

@ TSP-REM600 Redundancy Module, 600W, 24V to 27V 05Ww3143 219.03 © Spring-up terminals accept ring & fork terminals 
PIM_203960 Output Output Price Each 

Mfg. Part No. Power 1 Stock No. 1-4+ 
TCL-DC SERIES, DIN-RAIL DC/DC lM TRACO POWER © 2t0264V 
CONVERTERS @ PS5R-VA05 7.5W 5V,1.5A 93Y2415 52.57 
Features: —_ O) @ PS5R-VA12 7.5W 12 V, 600 mA 932416 53.63 
© Compact, slim plastic housing us @ PS5R-VA24 7.5W 24 V, 300 mA 932417 = 
© Detachable screw terminal block RoHS _ DSER | 
© Reliable snap-on DIN-rail mount Gap tinpiat eirook vB0e on Sure ND 69.13 
© Bracket for wall mounting included Avaliable @ PS5R-VB12 15W 12V,1.3A 72Y5030 64.52 
© Wide input voltage range 18 to @ PS5R-VB24 15W 24 V, 650 mA 725031 70.53 
75 VDC 
@ Adjustable output voltage @ PS5R-VC12 30W 12V,2.5A 725032 71.67 
© Overload and short circuit protection @ PS5R-VC24 30W 24V,1.3A 72Y5033 71.67 
© Three-year manufacturer's warranty @ PS5R-VD24 60W 24V,2.5A 725034 78.86 
Se @ PS5R-VE24 90W 24V, 3.75A 812168 129.54 
Specifications: 
© Regulation: @ PS5R-VF24 120W 24V,5A 72Y5035 144.18 
@ Input variation Vin min. to Vin max.: @ PS5R-VG24 240W 24V,10A 81Y2169 212.03 
0.59 ; 
Aon PIM_5484422 


© Load variation 0 - 100%: 0.5% max. 
© Ripple and noise (20 MHz bandwidth): < 50 mV 


@ 1/0 isolation 1500 VDC 
© Operating temperature range: -10°C to +70°C 
pk-pk max. 


TCL-DC series DIN-rail DC/DC converters offer a wide 18-75 VDC input voltage range to operate from all 


popular DC supply voltage systems. Easy installation, just snaps onto DIN rails or mount on chassis or wall 
with supplied mounting bracket. With tightly regulated output voltage these converters provide a reliable power 
source for sensitive loads in industrial process controls, factory automation and other equipment exposed to a 
critical industrial environment. 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 

18V to 75V 

@ TCL 024-105DC 24W 5V,5A 78R5875 77.63 

@ TCL 024-124DC 24W 24V,1A 51R4735 78.75 

@ TCL 060-124DC 60Ww 24V, 2.54 51R4740 98.74 
PIM_178867 


1.800.463.9275 © newark.com 


PS5R SERIES 3-PHASE POWER SUPPLY 

© Switching Power Supply 

© 480W Output Power 

@ Wide Input Voltage Range: 320 - 575 VAC 
(3-phase operation), 360 - 575 VAC (2-phase 
operation) 

© Output: 24 VDC, 20A 

© Overcurrent and Overvoltage Protection 

@ DIN rail mount 


Compliant 
Available 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
320 V to 575 V 
@ PS5R-TJ24 480w 24V,20A 46W0832 = 
PIM_209550 
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DIN RAIL POWER SUPPLIES 


PS6R SERIES DIN RAIL SWITCHING POWER SUPPLIES ot D E Cc 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


A Power Revolution — Highly Efficient, 
Space-Saving, and Easily Expandable 


DC-DC Converter Module with Branch 


Bite 
eC 
ps97-6RM3 


‘oui 


com 


Terminal Module Attached to 480W DC-DC Converter Module 
Power Supply 
RoHS 
\Compliant 
Available 
©O®: 
Branch Terminal Module 
© Energy-saving 93% efficiency indication 


@ Power range: 120W, 240W, 480W 

@ Input voltage: 100 to 240V AC (voltage range: 85 
to 264V AC/110 to 350V DC) 

@ Accommodates plug-in output modules, ordered 


© Captive spring-up screw terminals — use ring or 
fork terminals 

@ Finger-safe construction prevents electric shocks 

@ DIN rail or panel mount 


BNe POWER SUPPLIES 
© Universal input for worldwide applications: 100 om RON 
to 240VAC (85 to 264VAC) AUTOMATION & SAFETY 


© Possible 2 phases input usage 

© Wide operation temperature range: -40°C to 
+70°C 

© Power boost function at 120% 

© Safety standards: UL508/60950-1, CSA 22.2 
No. 107.1/60950-1, EN50178 (=VDE0160), 
EN60950-1 (=VDE0805) 


ce 
©. 
cA US 


pe 


separately, for additional 5V, 12V, 15V outputs 

@ Accepts plug-in branch terminal module, ordered 
separately, for two pair additional terminals 

@ Up to 70°C (158°F) operating temperature 


© ULlisted -- File No. E177168; UL508 CSA C22.2 
No. 107.1 

@ TUV approved, CE complaint -- EN60950-1, 
EN50178, EN61204-3 


@ LED status indicators — low voltage and operation 
PSER series switching power supplies offer a built-in expansion slot that allows the use of plug-in DC-DC 
converter modules, enabling users to add 5V, 12V and 15V outputs to the standard 24V version, or a plug-in 
branch terminal module that provides two additional pairs of output screw terminals (positive and negative) for 
more wiring capacity. 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 264 V 
@ PS6R-F24 120W 24V, 5A 19X1331 243.56 
@ PS6R-G24 240W 24V, 10A 19X1332 343.47 
0 V to 240 V 
PS6R-J24 480w 24 V, 20A 95W9880 427.79 
Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 
PS9Z-6RM3 Expansion Module, 10W, +5V, 1A 19X1334 68.33 
PS9Z-6RM1 Expansion Module, 10W, 5V, 2A 95W9881 70.51 
PS9Z-6RM5S Expansion Module, 11W, 5V/1A, 12V/0.5A 95W9883 84.63 
PS9Z-6RM6 Expansion Module, 12W, +12V, 0.5A 19X1336 67.64 
PS9Z-6RM4 Expansion Module, 12W, +15V, 0.4A 19X1335 73.79 
PS9Z-6RM2 Expansion Module, 12W, 12V, 1A 95W9882 70.51 
@ PS9Z-6RS1 Module, Branch Terminal 95W9884 38.26 
PIM_211473 


S8VK-S SERIES, 60-120 WATT SINGLE OUTPUT 
SWITCH MODE POWER 
SUPPLIES 


OMRON 


AUTOMATION & SAFETY 
2 

cL 
OF 


S8VK-S06024: H=90, W=32, D=90mm 
S8VK-S12024: H=90, W=55, D=90mm 
Operation possible at ambient temperatures from input voltage supported for 1 second 


@ 15W, 30W and 60W models conform to UL Class 2 output standards 
@ EMS: EN 61204-3 
@ EMI: EN61204-3 Class B 
Output Output | Price Each 

Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 264 V 
@ S8VK-G01512 15W 12V,1.2A 86W6692 85.23 
@ S8VK-G01524 15W 24 V, 650 mA 86W6693 86.29 
@ S8VK-G03012 30W 12V,2.5A 86W6694 82.00 
@ S8VK-G03024 30W 24V,1.3A 86W6695 106.58 
@ S8VK-G06012 60W 12V,4.5A 86W6696 119.09 
@ S8VK-G06024 60w 24V, 2.5A 86W6697 123.89 
@ S8VK-G12024 120W 24V,5A 86W6698 139.75 
@ S8VK-G24024 240W 24V, 10A 86W6699 307.70 
@ S8VK-G24048 240W 48V,5A 86W6700 295.75 
@ S8VK-G48024 480W 24V, 20A 86W6701 369.24 
@ S8VK-G48048 480W 48 V, 10A 86W6702 354.90 


PIM_210162 


S8JX SERIES SWITCH MODE POWER SUPPLIES 


50W Open Frame 


a 
= 
= 


300W Covered 


© Wide variety of output voltage variations: 48V for 
15 to 150W and 5 or 12V for 150W 

@ Input voltage: 100 to 240VAC / 80 to 370VDC 
(free), S8JX-G15005 switchable between 100 to 
120VAC and 200 to 240VAC (DC power cannot 
be input) 


100W Covered 


OMRON 


AUTOMATION & SAFETY 


4 Mi 
4M ma 4 
ait hy 
aM , iii yf 


400W Open Frame 
RoHS _ 
Compliant 
Available 


@ DIN rail mount 

@ Screw-mount at the top (except 300W model) 

© Safety standards: UL 508//60950-1, cUL CSA 
C22.2 No. 107.1, CUR CSA C22.2 No. 60950-1, EN 
50178 (VDE 0160), EN 60950-1 (VDE 0805 Teil 1) 


-40 to 70°C © UL 508 Listing/UL 1310 Class 2 output standards Output Output Price Each 
© DC input supported (90V to 350VDC) © Certification for 3000m altitude (UL/EN/IEC 60950- acy 
2 Mfg. Part No. Power 1 Stock No. 1-4+ 
© Power Boost function at 120% 1 and EN 50178) 
© Horizontal side-by-side mounting © Five years Warranty 85 V to 264 V, Covered 
@ Vibration resistance to 5G, and 300VAC abnormal S8JX-G01505C 15W 5V,3A 73R0409 es 
Output Output Price Each S8JX-G01524C 15W 24 V, 650 mA 73R0421 = 
Mfg. Part No. Power 1 Stock No. 1-4+ S8JX-G03512C 35W 12V,3A 73R0429 — 

85 V to 264 V S8JX-G03524C 35W 24V,1.5A 73R0437 = 
S8VK-S06024 60w 24V,2.5A 96Y5459 = S8JX-G05012C 50W 12V,4.2A 09R1288 = 
S8VK-S12024 120W 24V, 5A 96Y5460 192.08 S8JX-G05024C 50W 24V,2.1A 09R1292 = 

PIM_5640181 @ S8JX-G10012C 100W 12V,8.5A 09R1300 ae 
S8JX-G10024C 100W 24V,4.5A 09R1304 = 
S8JX-G15024C 150W 24V,6.5A 09R1307 am 
@ S8JX-G30024C 300W 24V,14A 73R0440 = 
@ S8JX-G60024C 600W 24V,27A 73R0442 
» CONTINUED » 
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S8JX SERIES SWITCH MODE POWER SUPPLIES (CONT.) S8VM SWITCHING POWER SUPPLIES 


OMRON 


. e i i i 
gran | out] oe Tg, PRRBREBSE S ftetaenaurvae brett te 
© Output voltage: 24VDC RoHS | 
85 V to 264 V, Covered, DIN Rail © Wide power range: 15W-1500W GeRiinaan 
@ S8JX-G01505CD 15W 5V,3A 73R0410 ae © DIN rail mounted is 
@ S8JX-G01512CD 45W 12V,13A 73R0414 = Dual undervoltage detection allows clear distinction cA us 
between input, load or age related features. 
© S8JX-G01524CD 15W 24 V, 650 mA 73R0422 ae Transistor output. Captive screw type terminals. C € 
@ S8JX-G03505CD 35W 5V,7A 73R0426 = 300W, 600W and 1500W models available; go 
@ S8JX-G03512CD 35W 12V,3A 73R0430 = online or call. 
@ S8JX-G03524CD 35W 24V,1.5A 73R0438 = 
@ S8JX-G05005CD 50W 5V,10A 09R1285 ae 
@ S8JX-G05012CD 50W 12V,4.2A 09R1289 ae Output Output Price Each 
@ S8JX-G05024CD 50W 24V,2.1A 09R1293 as Mfg. Part No. Power 1 Stock No. 1+ 
@ S8JX-G10005CD 100W 5V,20A 09R1297 ay 85 V to 264 V 
@ S8JX-G10012CD 100W 12V,8.5A 09R1301 ee @ S8VM01524CD 15W 24 V, 650 mA 80K3134 eee 
@ S8JX-G10024CD 100W 24V,4.5A 63P9107 = @ S8VM03024CD 30W 24V,1.3A 80K3152 oe 
@ S8JX-G15024CD 150W 24V,6.5A 09R1308 = @ S8VM05024CD 50W 24V,2.2A 80K3169 a3 
@ S8JX-G30024CD 300W 24V,14A 73R0441 = @ S8VM10024CD 100W 24V,4.5A 80K3185 = 
85 V to 264 V, Open Frame @ S8VM15024CD 150W 24V,6.5A 80K3203 = 
S8JX-G10024 100W 24V,4.5A 09R1303 ng @ S8VM-60024C 600Ww 24V, 27A 40M9588 = 
85 V to 264 V, Open Frame, DIN Rail PIM_89785 
@ S8JX-G01505D 15W 5V,3A 73R0411 Bis 
@ S8JX-G01512D 15W 12V,1.3A 73R0415 = BLOCK TYPE POWER SUPPLY SYSTEMS 
@ S8JX-G01524D 15W 24 V, 650 mA 73R0423 = om RON 
@ S8JX-G03505D 35W 5V,7A 73R0427 = BUTOMATION S:SAFETY: 
@ S8JX-G03512D 35W 12V,3A 73R0431 = Gee tinoiat 
@ S8JX-G03524D 35W 24V,1.5A 73R0439 as, Available 
@ S8JX-G05005D 50W 5V, 10A 09R1286 ne C € 
@ S8JX-G05012D 50W 12V,4.2A 09R1290 28.84 — 
@ S8JX-G05024D 50W 24V,2.1A 09R1294 ae 
@ S8JX-G10005D 100W 5V, 20A 09R1298 = 
@ S8JX-G10012D 100W 12V,8.5A 09R1302 ae 
@ S8JX-G10024D 100W 24V,4.5A 09R1305 = © ACIDC Bus System 5V Models) 
@ S8JX-G15024D 150W 24 V, 6.5A 09R1309 _ © Input: 100 to 240VAC (85 to 264VAC), 50/60Hz © Over Current Protection 
PIM. 196432 (47Hz to 63Hz) © Over Voltage Protection 


@ Up to Four Blocks Can be Connected to Increase 
Power From 60 to 240W 


® Class II Output and Class | Division 2 Approved 
© Complies with EN6100-3-2 (Limits for Harmonic 


@ N+ 1 Redundant Capability (12 and 24V Models) Current) 
S8VS VISUALLY MONITORING SWITCHING POWER om RON @ Easy Creation of Multi-Power Supply Configuration @ Outside Dimensions: 128.1 x 48 x 120” (5.04 x 
SUPPLIES With Different Output Power Supplies (24,12, and 1.90 x 4.72mm) 


AUTOMATION & SAFETY 


© Ultra-Compact, DIN Mount Package For use with mfg. part no. PFP-50N 0.5m x 7.3mm, mfg. part no. PFP-100N 1m x 7.3mm and mfg. part no. 


© Status at a Glance with 7-Segment LED Display te ant PFP-100N2 1m x 16mm DIN rail tracks, and mfg. part no. PFP-M end plate. 
@ Incorporates a Maintenance Forecast and Run-Time Available - 
Monitor Output Output Price Each 
@ Three Year Warranty C € Mfg. Part No. Power 1 Stock No. 1-4+ 
© Meets UL508 85 V to 264 V 
Maintenance forecast monitor displays remaining life of 
power supply. Run-time monitor displays how long the output @ S8TS-02505F - 25W 5V,5A Boers 429.20 
has been “ON”. 90W and higher models have two outputs: 85 V to 264 V, Bus Line Connector 
one for undervoltage output and the other for either of the @ S8TS-03012F-E1 30W 12V,2.5A 2907959 454.59 
Monitoring functions. @ S8TS-06024F-E1 60W 24V,2.5A 2907965 429.20 
Price Each 
Output Output Price Each Mfg. Part No. Description Stock No. 1-1-4+ 
Mfg. Part No. Power 4 Stock No. 4-44 @ S8T-BUS01 Bus Line Connector (DC Line Connected) Pk10 2907972 31.33 
85 V to 264 V, Maintenance Forecast Monitor PIM_70341 
@ S8VS-06024A 60Ww 24V,2.5A 88K2002 211.00 
@ S8VS-09024A 90W 24V,3.75A 88K2004 317.97 PHASEO™ DC POWER SUPPLIES Ss h id 
© SBVS-12024A 1200 2AV,5A 86H8287 381.54 Cc Bie er 
@ S8VS-18024A 180W 24V,7.5A 63J6250 585.16 Electric 
@ S8VS-24024A 240W 24V,10A 86H8284 703.64 Geter om 
/ompliant 
@ S8VS-48024A 480Ww 24V, 20A 96M0153 1089.31 ‘Available 
85 V to 264 V, Maintenance Forecast Monitor, Alarm Output (Collector COM) G @) 
S8VS09024AP gow 24V, 3.75A 67J3079 317.97 | 
@ S8VS12024AP 120W 24V,5A 673080 385.68 ' 
S8VS18024AP 180W 24V,7.5A 80K3205 585.16 g 
$8VS24024AP 240W 24V,10A 27K5169 703.64 
: F ABL8MEM05040 
85 V to 264 V, Maintenance Forecast Monitor, UL Class 2 Output Standards (UL 1310) @ Very compact size © Universal voltage range: 85 to 550 V a for 
$8VS09024AS gow 24V, 3.75A 13AC9451 355.45 @ Integrated overload, short-circuit, overvoltage and phase-to-neutral (N-L1) or phase-to-phase (L1- L2) 
85 V to 264 V, Standard without Indication Monitor . i nahbelad dda ‘ say gy 360 to 550 V a for 3-phase connection 
igh degree of output voltage stabili -L2- . 
@ S8VS03024 : 30W 24V, 1.38 27K5168 143.93 © Good performance © Conforms to IEC standards and UL, CSA, TUV and 
85 V to 264 V, Total Runtime Monitor © Diagnostics via LED indicators on the front panel C-Tick certified 
@ S8VS-06024B 60W 24V,2.5A 7705988 255.10 e Heil oe via a relay contact for the e aes ia ieee Seiad bs tag 
niversal range pensate for any line voltage drops in installations 
© S8VS-09024B Sow 24V, 3.75 A 7705991 317.97 © Modular/Optimum voltage range: 100 to 240 V with long cable runs 
@ S8VS12024B 120W 24V,5A 67J3081 385.68 a for phase-to-neutral (N-L1) or phase-to-phase © Direct mounting on 35 mm DIN rails 
@ S8VS18024B 180W 24V,7.5A 6753083 541.64 (L1- L2) connection 
@ S8VS24024B 240W 24V,10A 6733084 654.07 
@ S8VS-48024B 480Ww 24V, 20A 75M2142 1045.79 
PIM_72182 


1.800.463.9275 © newark.com 
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POWER SUPPLIES 


DIN RAIL POWER SUPPLIES 


PHASEO™ DC POWER SUPPLIES (CONT.) 


Phaseo™ electronic switch mode power supply offer is designed to provide the DC voltage necessary for the 
PLC and automation system equipment control circuits. Phaseo™ offer meets all the needs encountered in 
industrial, commercial and 

residential applications. With phase-to-neutral (N-L1), phase-to-phase (L1-L2) or 3-phase (L1-L2-L3) connection 
to the line supply, these electronic switch mode power supplies provide a quality of output current that is suitable 
for the loads 

supplied and compatible with the line supply available in the equipment. Clear guidelines are given for selecting 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


CONNECTPOWER PRO SERIES, 120-480 WATT 
SINGLE OUTPUT DC/DC CONVERTERS 


a 


Weidmiiller = 


protection devices which are often used with them, and thus a comprehensive solution is provided that can be 
used in total safety. 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1+ 
85 V to 264 V, Modular Range Single-Phase } 
U , Bae 120W (HxWxD): 130 x 32 x 120mm 240W (HxWxD): 130 x 43 x 120mm 480W (HxWxD): 130 x 75 x 120mm 
@ ABL8MEM24003 7™w 24 V, 300 mA 64M2195 
@ ABL8MEM24006 15W 24 V, 600 mA 642196 = @ HazLoc ready with C1D2 and ATEX certification © Power boost of more than 600% * IN 
@ ABL8MEM12020 25W 12V,241A 64M2194 =e @ -25°C to 70°C (Start-up: -40°C) MTBF greater for 16ms C E 
than 1M hrs. © Status relay and transistor outputs for 
@ ABLEMEM24012 30W 24, 1.2A 64M2197 = @ High efficiency energy savings up to 94% remote monitoring @) 
85 V to 264 V, Optimum Range Single-Phase © Up to 30% space saving in the cabinet Nes 
@ ABL8REM24030 72W 24V,3A 64M2199 ss Output Output Price Each 
@ ABL8REM24050 120W 24V,5A 71P7786 = Mfg. Part No. Power 1 Stock No. 1-94 
100 V to 240 V, Modular Range Single-Phase 14V to 32 V 
@ ABL8MEM05040 20W 5V,4A 64M2193 ex 2001800000 120W 24V,5A 92Y2718 a 
ABL7RM24025 60W 24V,2.5A 64M2189 213.85 @ 2001810000 240W 24V, 10A 96Y5349 313.25 
100 V to 240 V, Optimum Range Single-Phase @ 2001820000 480w 24V,20A 96Y5350 517.26 
@ ABL7RP1205 60W 12V,5A 86C8289 = PIM_5640175 
@ ABL7RP4803 144W 48 V,3A 79C4498 = 
480Ww 24V,20A 64M2201 Y 
a : 02.72 PRO ECO SERIES DIN RAIL SWITCH MODE ACIDC Wejdmiiller 2 
100 V to 500 V, Universal Range Single-Phase POWER SUPPLIES eiamutier 
@ ABL8RPS24030 72W 24V,3A 09P2730 421.87 - g itch ———— 
° One: phase or 3 phase switch-mode power Sa RoHS i 
@ ABL8RPS24050 120W 24V,5A 64M2202 656.10 unit for DIN rail mounting ——— 7 ‘i apie 
@ ABL8RPS24100 240W 24V, 10A 64M2203 731.21 e Compact corrosion-resistance metal housing maa 
- @ High efficiency, performance and flexibility 
380 V to 500 V, Universal Range Three-Phase © Extremely easy to maintain 
@ ABL8WPS24200 480W 24V, 20A 64M2204 839.54 e Temperature and over-heating protection ® 
@ ABL8WPS24400 960W 24V, 40A 642205 1521.67 . silos protection and overload Nios 
PIM_72325 @ Remote monitoring via integrated status relay 
© AC input range: 85 to 264VAC (derating @ poe 
PROMAX SERIES, 70-960 WATT SINGLE OUTPUT es De input 
Bs z, ws DC input range: 80 to 370 VDC (derating @ 
, Weidmiller © FOR 
DIN RAIL POWER SUPPLIES 120VDC) ; 
© Wide-range rated input: 100 to 240VAC 
LI LE, PE ZT A @ Frequency range AC: 47 to 63Hz 
( © Screw terminal connections (input/output) 
© Operating temperature: -25° to +70°C 
A ® ULlisted, CE compliant 
f é Output Output Price Each 
: Mfg. Part No. Power 1 Stock No. 1-9+ 
@ Powerful output surge capability up to 300% @ Ready for harsh environments with start- 85 V to 264 V, Single Phase 
for 2ms up at -40°C and rated -25° to 70°C @ 1469470000 72W 24V, 3A 52X5509 114.99 
© Integrated contact output © Approved for applications around the @ 1469480000 120W 24V,5A 52X5510 136.86 
© Minimize rail space, no gaps needed. world ),, @ 1469490000 240W 24V,10A 52X5511 210.91 
Output Output Price Each @ 1469510000 480W 24 V,20A 42X5673 304.41 
Mfg. Part No. Power 1 Stock No. 1-9+ @ 1469520000 960W 24V,40A 52X5512 586.00 
85 V to 277 V, Single Phase, 130 x 32 x 125mm 320 V to 575 V, Three Phase 
@ 1478210000 70W 5V,14A 48Y3857 -—- @ 1469540000 240W 24V,10A 94X3949 249.12 
@ 1478220000 72W 12V,6A 95Y7373 122.30 @ 1469550000 480W 24 V, 20A 94X3950 336.15 
@ 1478100000 72W 24V,3A 75Y8226 149.20 PIM_212186 
85 V to 277 V, Single Phase, 130 x 40 x 125mm 
=o = a alle 12674 INSTAPOWER SERIES DIN RAIL SWITCHMODE  Wyej¢fmniifler 2 
@ 1478110000 120W 24V,5A 95Y7369 167.96 POWER SUPPLIES 
85 V to 277 V, Single Phase, 130 x 50 x 125mm RoHS _ 
@ 1478120000 180W 24V,7.5A 95Y7370 197.84 Seating 
85 V to 277 V, Single Phase, 130 x 60 x 125mm @ 
@ 1478130000 240W 24V,10A 76Y7317 257.60 C € 
@ 1478240000 240W 48V,5A 95Y7375 247.30 
85 V to 277 V, Single Phase, 130 x 90 x 150mm 
@ 1478140000 480W 24V, 20A 51¥6110 380.48 
@ 1478250000 480W 48 V,10A 95Y7376 439.70 
85 V to 277 V, Single Phase, 130 x 140 x 150mm 
@ 1478150000 960w 24V, 40A 95Y7371 720.01 One-phase switched-mode power unit in installation housing in performance classes 24 and 48W. The INSTA 
@ 1478270000 960W 48 V,20A 95Y7377 842.38 power units can be universally deployed because of their wide input range from 85VAC to 265VAC. They are 
320 V to 575 V, 3 Phase, 130 x 40 x 125mm available with output voltages from 5V to 48V. 
@ 1478170000 120W 24V,5A 92X9131 182.02 Output Output [liricelEschy 
320 V to 575 V, 3 Phase, 130 x 60 x 125mm Mfg. Part No. Power u StoceING! ue 
© 1478180000 240W 24V, 10A 95Y7372 267.91 85 V to 264 V 
320 V to 575 V, 3 Phase, 130 x 70 x 150mm @ 8754960000 25W 5V,5A 55M2635 = 
© 1476190000 480W 24V, 200 758044 383.56 85 V to 265 V 
320 V to 575 V, 3 Phase, 130 x 140 x 150mm @ 9928890012 24W 12V,1.5A 85C0579 as 
© 1478200000 960W 24 V,40A 75Y8045 695.91 9928890024 = 2A NP ISEEH| = 
@ 8754970000 48w 12V,4A 55M2636 = 
PIM_5640169 
®@ 8739140000 48W 24V,2A 47M1442 = 
PIM_196383 
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POWER SUPPLIES 


DIN RAIL POWER SUPPLIES 


SPD SERIES, 10 AND 18 WATT SINGLE PHASE POWER , f SPD SERIES, 30, 60 AND 90 WATT SINGLE PHASE POWER 
SUPPLIES SUPPLIES 
e 


© Compact plastic housing: 90 x 22.5 x 115mm (H x W x D) Compact plastic housing: 90 x 40.5 x 
Up to 77% typical efficiency ratings 115mm (H x W x D) 


a af pre 


e 
@ 90-265VAC / 120-370VDC universal supply voltage Up to 89% typical efficiency ratings 
@ Adjustable 12 or 24VDC output voltage (5 or 48VDC Compliant 85-264VAC / 90-375VDC universal supply 
available upon request) bal \r Available voltage 
@ Internal noise filter fen) A @ Adjustable 12 or 24VDC output voltage (5 or 
@ Screw terminal connection (spring terminals available we % 0, 48VDC available upon request) 
upon request) na | @ Internal noise filter 
© Green LED indicator when output voltage is OK a, i) ° Screw terminal connection (spring terminals 
@ Red LED indicator when output voltage is low @CE | available upon request) 
© Two year warranty Gxt, | ® Green LED indicator when output voltage 
@ cUL listed, TUV approved, CCC approved, RoHS compli- is OK 
ant and CE marked © Output signal when output voltage is ready 
7 for use 
Output Output WenicelEach) © Multiple terminal connections for the DC 
Mfg. Part No. Power 1 Stock No. 1+ output 
90 V to 265 V © Two year warranty 
SPD12101 TOW 12 V, 840 mA 72K0672 = @ cUL listed, TUV approved, CCC approved, 
RoHS compliant and CE marked 
SPD24101 10W 24 V, 420 mA 72K0696 113.00 Price Each 
@ sPD12181 18w 12V,1.5A 72K0682 125.00 Cutout Output a 
Mfg. Part No. Power 1 Stock No. 1+ 
@ SPD24181 18W 24 V, 750 mA 72K0706 125.00 340 V to 575V 
PIM_5465703 @ SPD241203 120W 24V,5A 08R0962 428.00 
@ SPD242403 240W 24V,10A 08R0963 586.00 
SPD SERIES, 10 AND 18 WATT SINGLE PHASE POWER \ Aceon 480W 24V,20A 73M7789 976.00 
SUPPLIES carto cavazzi © SPD249603 960W 24V, 40A 08R0964 1296.00 
© Compact plastic housing: 90 x 22.5 x 115mm = PIM 5418968 
(Hx Wx D) V ~ 
© Up to 77% typical efficiency ratings 
a el eae at il SPD SERIES, 120, 240 AND 480 WATT SINGLE PHASE POWER 
@ Adjustable 12 or 24VDC output voltage (5 or oo i SUPPLIES CARLO GAVAZZI 
48VDC available upon request) Seater “ ye © Rugged metal housing:120W: 123.6 x 63.2 x 
@ Internal noise filter 2 Och 2% 4 123mm; 240W: 125 x 83 x 126mm; 480W: 125 x 175 V 
© Screw terminal connection (spring terminals Oa, Ar Y/ x 123 mm (H x Wx D) 
available upon request) (e ue © Up to 89% typical efficiency ratings Gee timpiat 
@ Green LED indicator when output voltage is OK Vout ae ¢ @ 93-265VAC / 210-370VDC universal supply voltage Available 
@ Red LED indicator when output voltage is low A | @ Adjustable DC output voltage (12 and/or 48VDC 
@ Two year warranty \ ' available upon request) 
@ cUL listed, TUV approved, CCC approved, RoHS BCE | © Screw terminal connection (detachable screw 
compliant and CE marked a NL \ terminals available upon request) 
Peay © Power Factor Correction 
@ Parallel Function (up to three power supplies) 
Price Each © Green LED indicator when output voltage is OK 
Output Output pan © Red LED indicator when output voltage is low 
Mfg. Part No. Power 1 Stock No. ile © Output signal when output voltage is ready for use 
90 V to 265 V © Multiple terminal connections for the DC output 
SRD I2I01 uy Leven LERIBIE — : wo iste, TUY 3p roved, CCC approved, RoHS compliant and CE marked 
SPD24101 tow 24 V, 420 mA 72K0696 113.00 - a = z - 
@ SPD12181 18W 12V,1.5A 72K0682 125.00 es tel Suip ae ese Each 
© sPD24181 1eWw 24 V, 750 mA 72K0706 125.00 maT may = “ ees 
‘0 
PIM_5418966 @ SPD242401 240W 24V, 10A 72K0708 578.00 
@ SPD244801 480w 24V, 20A 73M7787 662.00 
SPD SERIES, 30, 60 AND 90 WATT SINGLE PHASE POWER WH 20 Vt0 254 v New Type 
SUPPLIES aa CARLO GAVAZZ! ©=—_ @ SPD121201N 120W 12V, 10A 73M7784 367.00 
SSS===a>== 
——<— i | V @ SPD241201N 120W 24V,5A 73M7786 367.00 
ill | | I PIM_5465705 
| RoHS 
5 MM Geeinpia 
a Available 
cP, SPD SERIES, 90, 120, 240 AND 480 WATT SINGLE PHASE 
4 
ee POWER SUPPLIES 
% 
(| 
' l | 
i! 
3060 Watt Dimensions (HxWxD): 90 x 40.5 x 115mm 


90 Watt Dimensions (HxWxD): 90 x 54 x 115mm 
© Compact plastic housing ble upon request, except on the 90W model) 
© Up to 89% typical efficiency ratings @ Green LED indicator when output voltage is OK 


@ 85-264VAC / 90-375VDC universal supply voltage © @ Output signal when output voltage is ready for use 
@ Adjustable 12 or 24VDC output voltage (5 or @ Multiple terminal connections for the DC output 
48VDC available upon request) @ Two year warranty 
@ Internal noise filter @ cUL listed, TUV approved, CCC approved, RoHS 30/60 Watt Dimensions (HxWxD): 90 x 40.5 x 11mm 
@ Screw terminal connection (spring terminals availa- compliant and CE marked 90 Watt Dimensions bee x54 x 445mm 
Output Output Price Each ® Compact plastic housing ble upon request, except on the 90W model) 
Mfg. Part No. Power 1 Stock No. 4+ © Up to 89% typical efficiency ratings © Green LED indicator when output voltage is OK 
85 V to 264V ® 85-264VAC / 90-375VDC universal supply voltage © @ Output signal when output voltage is ready for use 
o @ Adjustable 12 or 24VDC output voltage (5 or © Multiple terminal connections for the DC output 
@ SPD12301 30W 12V,2.5A 72K0684 132.00 48\/DC available upon request) © Two year warranty 
@ SPD24301 30W 24V,1.25A 72K0710 ER @ Internal noise filter © cUL listed, TUV approved, CCC approved, RoHS 
© SPD 12601 BOW 12V.5A 72K0686 749100 © Screw terminal connection (spring terminals availa- compliant and CE marked 
@ SPD24601 Cow 24 V, 2.5A 72K0712 149.00 more Cutout Output ae Tae eat 
. Part No. ower tock No. + 
@ SPD24901L 91.2W 24V,3.8A 74R7312 286.33 8 
Fin SEL 85 V to 264 V 
a @ SPD12301 30W 12V,2.5A 72K0684 132.00 
@ SPD24301 30W 24 V, 1.25A 72K0710 = 
> CONTINUED > 
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POWER SUPPLIES 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


DIN RAIL POWER SUPPLIES 


SPD SERIES, 90, 120, 240 AND 480 WATT SINGLE PHASE POWER 


SUPPLIES (CONT.) 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. i. 
85 V to 264 V 
@ SPD12601 60W 12V,5A 72K0686 149.00 
@ SPD24601 60W 24V,2.5A 72K0712 149.00 
@ SPD24901L 91.2W 24V,3.8A 74R7312 286.33 
PIM_5418970 


SPD SERIES, 120, 240, 480 AND 960 WATT THREE PHASE 
POWER SUPPLIES 
@ Rugged metal housing: 120W: 123.6 x 74.3 x 
118.8mm; 240W: 123.6 x 89 x 118.8mm; 480W: Fi 
125 x 175 x 123 mm; 960W: 125.9 x 275.8 x 4 


EPSITRON® ECO POWER SWITCH-MODE DIN RAIL 


WAGO 


MOUNT POWER 
SUPPLIES 
Rime ; 
Compliant 
Available 
© Nominal output voltage 24VDC; 22 to 28VDC Open circuit and short-circuit protected 


e 

adjustable © Mounts easily on DIN carrier rail 
e 
e 


© Output currents of 2.5A, 5A or 10A Prepared for Class | equipment 

© Efficiency level to 82% Natural convection cooling when horizontally 

@ Rugged flat, solid metal housing mounted 

@ Maintenance-free Cage Clamp® connection @ Enclosed for use in switchgear cabinets 
terminations @ Parallel operation, series connection possible 

© Front-panel adjustable output voltage @ Electrically isolated output voltage (SELV) acc. to 


@ LED status indication, variable voltage input EN 60950-1/UL 60950 
EPSITRON® ECO power supplies are an economical alternative for applications that simply require 24VDC 


without additional functions. Feature high load-carrying capacity that delivers 1.1 times the nominal rated current 
with lowered output voltage -- ideal for starting capacitive loads. These ECO power supplies provide a wide input 
voltage range making them tolerant of voltage fluctations and allowing operation on different power networks in 
Europe, America or Asia without additional conversion or adjustment. 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 

85 V to 264 V 

@ 787-712 60Ww 24V,2.5A 76R4862 117.15 

@ 787-722 120W 24V,5A 76R4863 156.68 

@ 787-732 240W 24V,10A 76R4864 266.73 
PIM_212133 


2.5W TO 18W DIN MOUNT DC-DC CONVERTERS 


WAGO. 


859 Series 
@ End plate 859-525 included and attached 


789 Series 


@ Mounting on DIN 35 rail 


RoHS — 
Compliant 
Available 


DC-DC Converters are DIN-rail mount, and feature the CAGE CLAMP® spring pressure wiring technology for 
conductors 28 - 14 AWG. Marking system also available; go online or call. 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-24+ 
8V to 16V 
859-804 6w 24 V, 250 mA 29K5538 92.28 
10 V to 30V 
859-801 2.5W 5 V, 500 mA 29K5536 101.27 
15V to 30V 
@ 859-802 SW 10 V, 500 mA 29K5537 92.28 
859-805 6w 12 V, 500 mA 29K5539 92.28 
PIM_138561 


$PD; 

118.2 (HxWxD) cen ifet3 a Geptimaiat 
© Up to 92% typical efficiency ratings A wt ‘oe Available 
@ Three phase 340-575VAC / 480-820VDC supply . > ce fF 

voltage or single phase 400-500VAC nam a aid 
@ Adjustable DC output voltage (48VDC available a 

upon request) Ray See 
© Screw terminal connection toy | 
© Power Factor Correction ™ Dy 
@ Parallel Function (up to two power supplies) 

@ Green LED indicator when output voltage is OK 
@ Red LED indicator when output voltage is low 
© Output signal when output voltage is ready for use 
@ Multiple terminal connections for the DC outpu 
@ 100-110°C shutdown with auto-restart when temperature is back to normal 
© Two year warranty 
© cUL listed, TUV approved, CCC approved, RoHS compliant and CE marked 
Output Output Price Each 

Mfg. Part No. Power 1 Stock No. 1+ 
340 V to 575 V 
@ SPD241203 120W 24V, 5A 08R0962 428.00 
@ SPD242403 240W 24V,10A 08R0963 586.00 
@ SPD244803 480W 24V,20A 73M7789 976.00 
@ SPD249603 960W 24V,40A 08R0964 1296.00 
PIM_5465706 
SPD SERIES, 120, 240, 480 AND 960 WATT THREE PHASE 
POWER SUPPLIES 
@ Rugged metal housing: 120W: 

123.6 x 74.3 x 118.8mm; 240W: SS 

123.6 x 89 x 118.8mm; 480W: 125 ; 

x 175 x 123 mm; 960W: 125.9 x ! 

275.8 x 118.2 (H x Wx D) 5PD244893 w 
© Up to 92% typical efficiency ratings Comey we 
© Three phase 340-575VAC / 480- ws! soe 

820VDC supply voltage or single 4 $ ¥ a A 

phase 400-500VAC : C€ wee 
@ Adjustable DC output voltage San, 4 ~ 

(48VDC available upon request) 3 
© Screw terminal connection =, Vp, 

@ Power Factor Correction | ‘i ©1204 U 
@ Parallel Function (up to two power sd, ‘ab om | 

supplies) . Rpy 
@ Green LED indicator when output 

voltage is OK 
@ Red LED indicator when output 

voltage is low 
© Output signal when output voltage is ready for use 
@ Multiple terminal connections for the DC output 
@ 100-110°C shutdown with auto-restart when temperature is 

back to normal 
© Two year warranty 
@ cUL listed, TUV approved, CCC approved, RoHS compliant 

and CE marked 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1+ 
90 V to 264 V 
@ SPD24901 92W 24V,3.8A 73M7790 302.33 
@ SPD241201 120W 24V,5A 72K0698 = 
@ SPD242401 240W 24V,10A 72K0708 578.00 
@ SPD244801 480W 24V, 20A 73M7787 662.00 
90 V to 264 V, New Type 
@ SPD121201N 120W 12V,10A 73M7784 367.00 
@ SPD241201N 120W 24V,5A 73M7786 367.00 
PIM_5418972 


EATON, GENERAL PURPOSE AND SENSOR POWER 
SUPPLIES, PSG SERIES 


© Universal input voltages: 100-240 Vac for single-phase 
units, 400-500 Vac for three-phase units with availa- 
bleranges up to 600 Vac 
General-purpose 12 Vdc and 24 Vdc adjustable output 
150% power surge output! 
Wide operating temperature range: -20°C to +80°C. 
MTBF up to 1,000,000 hours ensures uptime and 
reliability 
® Protection from overvoltage, overcurrent and over-tem- 
perature conditions 
@ Rugged aluminum and plastic housings provide the 
durability required to stand up to harsh environments 


E-T-N 


All-metal DIN rail moun 
Heavy-duty screw and 


ing hardware 
inger-safe terminals 


788 


LED indicating light for DC OK simplifies troubleshooting 
Conformal coated electronics 
Hazardous Location Class |, Division 2 rated models 
NEC® Class II rated model 

Redundancy modules keep loads up and running in the event of a device failure 
Buffer module has the stored power needed to keep loads running through a power 
failure 
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POWER SUPPLIES 


DIN RAIL POWER SUPPLIES 


EATON, GENERAL PURPOSE AND SENSOR POWER SUPPLIES, PSG CP SERIES, 18 - 960 WATT SINGLE OUTPUT DIN RAIL POWER SUPPLIES 


SERIES (CONT.) (CONT.) 

Output Output Price Each Output | Output Price Each 

Mfg. Part No. Power 1 Stock No. 1-4+ Mfg. Part No. Power 1 Stock No. 1-9+ 
85 V to 264 V, NEC Class Il, Finger Safe Terminals, Plastic 90 V to 264 V, Economic 
@ PSG6ON24RP 60W 24V,2.5A 44Y6831 150.10 1SVR427035R0000 240W 24V,10A 66Y0459 241.14 
85 V to 264 V, Single Phase, Aluminum 1SVR427036R0000 480W 24V,20A 66Y0462 287.73 
@ PSG60E 60W 24V, 2.54 75R7876 112.94 100 V to 240 V, High End 
@ PSG120E 120W 24V,5A 63R9496 259.85 1SVR360563R1001 120W 24V,5A 23AC1191 364.32 
@ PSG240E 240W 24V,10A 4875461 346.41 1SVR360663R1001 240W 24V,10A 23AC1192 495.02 
@ PSG480E 480W 24V, 20A 7179961 421.14 1SVR360763R1001 480W 24V, 20A 23AC1193 647.85 
85 V to 264 V, Single Phase, Finger Safe Terminals, Aluminum 340 V to 575 V, Three Phase 
@ PSG60E24RM 60W 24V,2.5A 44Y6829 175.33 1SVR427054R0000 120W 24V,5A 66Y0470 380.50 
@ PSG120E24RM 120W 24V,5A 44Y6821 236.06 1SVR427055R0000 240W 24V,10A 66Y0472 480.35 
@ PSG240E24RM 240W 24V,10A 44Y6823 471.76 1SVR427056R0000 480W 24V, 20A 660474 565.48 
@ PSG480E24RM 480W 24V,20A 44Y6826 360.45 1SVR427057R0000 960W 24V,40A 66Y0476 647.63 
85 V to 264 V, Single Phase, Screw Terminals, Aluminum PIM_5740346 
@ PSG60E12SM 60W 12V,5A 44Y6828 78.40 
ePScl NEI — eyes says) 146.74 PVSB SERIES THREE PHASE PRIMARY BLOCK’ 
85 V to 264 V, Single Phase, Screw Terminals, Plastic SWITCHED MODE POWER SUPPLIES 
@ PSG15E12SP 15W 12V,1.25A 44Y6822 100.36 e LCD ww Blackusa aay 
@ PSG30E12SP 30W 12V,2.5A 44Y6824 68.82 © Output current and voltage monitoring 
© PSGB0E24SP 60W 24V,25A 4476830 90.26 @RS232interface 
iB ® Stabilised and digitally adjustable output voltage 
320 V to 600 V, Three Phase, Finger Safe Terminals, Aluminum @ Up to 200 % real power boost for 4 seconds 
@ PSG60F24RM 60W 24 V,2.5A A1Y1402 137.82 © Top boost to trip miniature circuit breakers 
PSG120F24RM 720W 24V,5A 44Y7893 = . aan ere signal outputs to indicate 
@ PSG240F24RM 240W 24V,10A 27Y0083 390.41 @ Parallel connection option 
@ PSG960F24RM 960W 24V, 40A 44Y6832 451.85 e Service-friendly spring-loaded connector system 
© Can be supplied with active inrush current limiting 
| Price Each option 
Mfg. Part No. Description Stock No. 1-1-4 @ Panel installation on mounting rails 
@ PSG480B24RM Buffer Module, 20A 44Y6825 375.28 Output Price Each 
@ PSG480R24RM Redundancy Module, 20A 44Y6827 71.52 Mfg. Part No. Power 4 Stock No. 1+ 
@ PSG960R24RM Redundancy Module, 40A 44Y6833 105.22 340 V to 550 V 
PIM_5465896 PVSB 400/24-10 240W 24V,10A 53X8818 517.50 
PVSB 400/24-20 480W 24V, 20A 53X8820 584.91 

CP SERIES, 18 - 960 WATT SINGLE OUTPUT DIN RAIL mwiii VSB 400/24-40 ow BNR SSKE22 763.87 
POWER SUPPLIES PA ap Ap PVSB 400/24-40B 960W 24V, 40A 53X8823 = 
ae C Series (High End) PIM_5465918 


@ 5A and 10A devices with pluggable connecting 


terminals 
© Wide range input 110V to 240VAC (85V to 264VAC, PVSL SERIES THREE PHASE PRIMARY iS LO CK io 
100V to 350VDC) oe SWITCHED MODE POWER SUPPLIES 
© Output voltage adjustable within a range of 22V © Power input monitoring mower blectuee com 
to 28VDC. e LcD 
@ Parallel operation for increased capacity and © Current and voltage output monitoring 
redundancy : @ RS-232 interface 
© Integrated power reserve of up to 50% © Stabilised and adjustable output voltage 
° Perfect performance in case of overload or © Up to 200 % real power boost for 4 seconds 
short-circui , © Top boost to trip miniature circuit breakers 
CP-E Series (Economic) @ 3LEDs and active signal outputs to indicate 
© Adjustable output voltages ne T Series (Three Phase) operating status 
© High efficiency of up to 90 % © Typical efficiency of 93 % ; © Parallel connection option 
© Low power dissipation and low heating © Temperature range during operation: 40°C to © Service-friendly spring-loaded connector system 
© Temperature range during operation: -40°V to 70°C (480W variants: -30°C to 70°C) © Can be supplied with active inrush current limiting 
70°C © Free convection cooling (no forced cooling with © Panel installation on mounting rails 
© 24V devices > 18 W offer an output/contact for ventilators) ; _ 
monitoring of the output voltage and remote ° teat er for function monitoring and Output Price Each 
diagnosis. remote diagnostics eee 
i Oosinied borates sudiccione © Tobe used in 340V to 575VAC or 480V to 820VDC Mfg. Part No. Bower : StosiNey Ab 
© Continuously adjustable output voltage supply systems 340 V to 550 V 
© Continuously adjustable output voltage @ PVSL 400/24-10 288W 48V,10A 53X8848 540.49 
PVSL 400/24-20 480W 24V,20A 53X8850 590.80 
PVSL 400/24-40 960W 24V,40A 53X8852 772.09 


PIM_5465717 


PVSE SERIES THREE PHASE PRIMARY 
SWITCHED MODE POWER 
SUPPLIES 


© Stabilised and adjustable output voltage 
Up to 200 % real power boost for 4 seconds 
Top boost to trip conventional circuit breakers 
DC OK signalling 


BLOCK 


e 
e 
e 
® Stand-by-input 
e 
e 
e 


Output Output | Price Each 
Mfg. Part No. Power 1 Stock No. 1-9+ 
85 V to 264 V, Economic 
1SVR427032R1000 30W 12V,2.5A 66Y0455 130.43 
1SVR427031R0000 30W 24 V, 1.25A 66Y0452 81.93 
90 V to 264 V, Economic 
1SVR427030R0000 18W 24 V, 750 mA 66Y0450 82.72 
1SVR427035R1000 120W 12V,10A 66Y0460 149.62 
1SVR427034R0000 120W 24V, 5A 66Y0457 181.35 
> CONTINUED > 
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Parallel connection option 
Service-friendly spring-loaded connector system 
Optional with active inrush current limiter 


> CONTINUED > 


elementiu 789 


POWER SUPPLIES 


DIN RAIL POWER SUPPLIES 


PVSE SERIES THREE PHASE PRIMARY SWITCHED MODE POWER 
SUPPLIES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


REDIN60 SERIES, 60 WATT, DIN RAIL AC/DC 


CONVERTERS E OO 


Price Each @ Universal AC input: 85V to 264VAC. 
mccain coe oe StockNo. J Es Protections: SCP, OVP, OCP, OLP, OTP 
gare: one ENING: © 100% full load burn-in test 
85 V to 264 V @ DC OK indicator LED 
@ PVSE 230/24-3 88.5W 24V,3A 53X8829 287.82 © Cooling by free air convection, 5000m operation 
= @ UL, CSA& CE certified with CB report 
@ PVSE 230/12-6 108W 12V, 6A 53X8826 335.08 © 7 year warranty 
@ PVSE 230/24-5 147.5W 24V,5A 53X8831 343.64 
@ PVSE 230/12-10 180W 12V,10A 53X8824 387.61 
@ PVSE 230/48-5 260W 48V,5A 53X8835 423.71 
@ PVSE 230/12-15 270W 12V,15A 53X8825 441.64 
@ PVSE 230/24-10 295W 24V,10A 53X8827 421.48 
@ PVSE 230/48-10 520W 48 V,10A 53X8834 620.41 Output Output Price Each 
@ PVSE 230/24-20 590W 24 V, 20A 53X8828 595.66 Mfg. Part No. Power 1 Stock No. 1-4+ 
@ PVSE 230/30-15 645W 30V, 15A 53X8833 571.79 85 V to 264 V 
85 V to 264 V, Active Inrush Current Limiter @ REDIN60-12 60W 12V,5A 44Y8979 49.88 
@ PVSE 230/24-3B 88.5W 24V,3A 53X8830 = @ REDING60-24 60W 24V,2.5A 44Y8980 = 
@ PVSE 230/24-5B 147.5W 24V,5A 53X8832 = PIM_5465764 
340 V to 550 V 
© PVSE 400/24-10 288W 24V, 10 53X8836 330.86.  REDINGO SERIES, 60 WATT, DINRAILACDC oO — ——— 
@ PVSE 400/48-10 510W 48 V,10A 53X8846 417.96 CONVERTERS Fe E OO 
@ PVSE 400/24-20 576W 24V, 20A 53X8838 375.49 © Universal AC input: 85V to 264VAC 
@ PVSE 400/48-20 1.02kW 48 V, 20A 53X8847 624.88 © Protections: SCP, OVP, OCP, OLP, OTP 
© 100% full load burn-in test 
@ PVSE 400/30-25 1.075kW 30 V, 25A 53X8845 617.10 © DC OK indicator LED 
@ PVSE 400/24-40 4.152kW 24V,40A 53X8841 594.99 © Cooling by free air convection, 5000m operation 
340 V to 550 V, Active Inrush Current Limiter 7 UL, CSA & CE certified with CB report 
7 year warranty 
@ PVSE 400/24-10B 288W 24V,10A 53X8837 ae 
@ PVSE 400/24-20B 576W 24 V, 20A 53X8839 Bes 
@ PVSE 400/24-40B 1.152kW 24V,40A 53X8842 900.00 
PIM_5465716 


REDIN45 SERIES, 45 WATT, DIN RAIL AC/DC 
CONVERTERS 

@ Universal AC input: 85V to 264VAC. 

Protections: SCP, OVP, OCP, OLP, OTP 

100% full load burn-in test 

DC OK indicator LED 

Cooling by free air convection, 5000m operation 
UL, CSA & CE certified with CB report 

7 year warranty 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 264 V 
@ REDIN45-12 45W 12 V,3.75A 44Y8977 = 
@ REDIN45-24 45W 24 V, 1.875A 448978 = 
PIM_5465763 


REDIN45 SERIES, 45 WATT, DIN RAIL AC/DC 


CONVERTERS ECO 


Output Output | Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 264 V 
@ REDING60-12 60W 12V,5A 44Y8979 49.88 
@ REDING60-24 60W 24V,2.5A 44Y8980 = 
PIM_5422631 


REDIN SERIES, 120 AND 240 WATT SINGLE 
OUTPUT AC/DC POWER SUPPLIES 


@ Universal AC input (85V to 264VAC) 
@ Protections: SCP, OVP, OLP, OTP 
@ DC OK indicator LED with relay contacts 


© 150% (180W / 360W / 720W) peak load capacity 
© Built-in active PFC, PF>0,95 
©@ High effciency up to 94% 


© Universal AC input: 85V to 264VAC Output Output | Price Each 
@ Protections: SCP, OVP, OCP, OLP, OTP Mfg. Part No. Power 1 Stock No. 41-4+ 
© 100% full load burn-in test 85 V to 264 V 
: one ae 5000m operation REDIN120-12 120W 12, 8.33.A 01AC3190 17.23 
@ UL, CSA&CE certified with CB report REDIN120-24 120W 24V,5A 01AC3191 pas 
© 7 year warranty REDIN120-48 120W 48V,2.5A 01AC3192 Sex) 
REDIN240-24 240W 24V,10A 01AC3193 — 
REDIN240-48 240W 48V,5A 01AC3194 sen 
REDIN480-24 480W 24V,20A 13AC6346 — 
REDIN480-48 480W 48 V,10A 13AC6347 — 
Suet Suit Price Each PIM_5660364 
Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 264 V RECOM POWER, CONNECTOR SET FOR RECOM POWER SUPPLY 
@ REDIN45-12 45W 12V,3.75A 44Y8977 — Price Each 
@ REDIN45-24 45W 24V, 1875A 44Y8978 = Mfg. Part No. Stock No. | 1-44 
PIM_5422629 @ CONNECTOR SET OF 41Y0629 — 
PIM_5465547 
PV-USB SERIES INTEGRATED INTERFACE 
Price Each 
Mfg. Part No. Stock No. = 
@ PV-USB/SERIELL 53X8808 47.06 
PIM_5465710 
790 = Go online or call for non-compliant or &?ROHS Compliant products. See page 2 


POWER SUPPLIES 


FRONT END POWER SUPPLIES 


FPS SERIES FRONT END POWER SUPPLIES TDK-Lambda HFE SERIES 1U FRONT END POWER SUPPLIES (CONT.) 
= = RoHS Output Output Output Price Each 
{ Geptinpian Mfg. Part No. Power Voltage Current Stock No. 1-9+ 
Available 85 V to 265V 
; 3 ’ @) C € @ HFE2500-12 2.4kW 12V 200A 7177839 | 1118.83 
ms 4) : f @ HFE2500-24 2.496kW 24V 104A 7177841 1093.10 
@ HFE2500-48 2.496kW 48V §2A 7177843 1087.50 
@ 4U high @ High efficiency 85 V to 265 V, PC 
@ Up to 3000W, 3 units, in 19” rack @ Full array of signals 
@ Hotswap capable, o-ring diodes built-in @ HFE1600-32/S a cal an pelsbe E0015) 
Mfg. part no. FPS100024 utilizes less cabinet space and provides easier system monitoring. Suitable for N+1 @ HFE1600-48/S 1.584kW 48V 33A 2478189 885.00 
redundancy. Less heat dissipated in system. @ HFE1600-12/S 1.596kW 12V 133A 2478185 915.20 
Output Output Output Price Each @ HFE1600-24/S 1.608kW 24V 67A 2478187 900.65 
Mfg. Part No. Power Voltage Current Stock No. 1-9+ @ HFE2500-12/S 2.4kW 12V 200A 7177840 1208.33 
85 V to 265 V @ HFE2500-24/S 2.496kW 24V 104A 7177842 1183.72 
@ FPS100024 960W 24V 40A 71K3965 671.30 @ HFE2500-48/S 2.496kW 48V §2A 7177844 1179.25 
@ FPS100032 992W 32V 31A 80K8505 671.30 Priceleach 
@ FPS 100048 4.008KW ABV 2A esa 671.30 Mfg. Part No. Description Stock No. 1-1-9+ 
Price Each @ HFE2500-S1U 19” Rack, Four Slot, IEC320-C20, HFE2500 7177837 1153.52 
Mfg. Part No. Description Stock No. 1-1-9+ @ HFE2500-S1U-TB 19” Rack, Four Slot, Terminal Block, HFE2500 7177838 1153.52 
@ FPSS1U Mounting Rack, 1U 16M8664 716.05 @ HFE1600-S1U 19” Rack, Five Slot, IEC320-C16, HFE1600 2478182 959.96 
PIM_84552 @ HFE1600-S1U-TB 19” Rack, Five Slot, Terminal Block, HFE1600 2478183 959.96 
HFE1600LAN LAN Interface, HFE1600 14AC5721 742.19 
RFE2500 SERIES 2500 WATT 1U INDUSTRIAL TDK-Lambda HEE2BOOLAN LAN interface HREZOO0 uel ICC le 
POWER SUPPLIES @ HFE/C15-U Power Cord, 2m, HFE1600 7610997 20.65 
@ 4U High PIM_197163 
@ Internal ORing FETs & current 
share 
© High efficiency 48-72 WATT SINGLE OUTPUT DESKTOP POWER @ 
@ |2C, PMBus communication option r Ss SUPPLIES multicomp 
Z 
Sy 2 
Input Voltage: 85-265VAC. 
Input Frequency: 47-63Hz 
Line Regulation: 12V Output: 30mV 
24V Output: 60mV 
48V Output: 120mV Output Output Price Each 
Load Regulation: 12V Output: 60mV Mfg. Part No. Power 1 Stock No. 1-24+ 
24V Output: 120mV 90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 10mm - Mains Plug Sold 
48V Output: 240mV Separately 
Ripple & Noise: 12V and 24V Output: 240mV 
48V Output: 480mV MC141011 60W 24V,2.5A | 02AC7189 11.46 
Tsolation: 3000 VAC Input to Output hore V - Barrel Plug Center Positive 2.5mm x 5.5mm x 11mm - Mains Plug Sold 
i : 0° 2 9 3 y 9, /° 9 5 
Operating Temp: 10°C to 70°C, derate 2%C from 50°C to 60°C, 2.5%/°C from 60°C to 70°C wic141007 78W 12V,4A 96v6617 0.35 
Safety Approvals: EN60950-1, UL60950-1, CE Mark MC141027 78W 18V 267A 02AC7205 
EMC: EN55022, level B conducted and level A radiated _— Buy 
Dimensions: 420 x 161" x 13.6" Met ines aN AA EB. WAAC TZN wee 
MC141010 60W 12V,5A 02AC7188 11.66 
Output Output Output Brice /ESch MC141009 60W 24V,2.5A 02AC7187 = 
Mfg. Part No. Power Voltage Current Stock No. 38 90 V to 264 V - Barrel Plug Center Positive 2.5mm x 5.5mm x 12mm - Mains Plug Sold 
85 V to 265 V Separately 
RFE250024 2.304kW 24V 96A 81Y1876 1221.85 MC141002 60W 24V,2.5A 96Y6612 = 
RFE250012 2.4kW 12V 200A 811874 1221.85 MC141030 69W 15V,4.6A 02AC7208 13.34 
RFE250048 2.496kW 48V §2A 81Y1878 1221.85 MC141008 72W 24V,3A 96Y6618 13.34 
85 V to 265 V, I2C, PMBus Communication PIM_5755972 
RFE250024/S 2.304kW 24V 96A 81Y1877 1247.33 
RFE250012/S 2.4KW ay anh oni _| 1247-33 5.24 WATT SINGLE OUTPUT WALLMOUNT 
RFE250048/S 2.496kW 48V §2A 811879 1247.33 POWER SUPPLIES 
PIM_5526574 


HFE SERIES 1U FRONT END POWER SUPPLIES TDK-Lambda 


RoHS — 
Compliant 
Available 


Output Output | Price Each_ 
Mfg. Part No. Power 1 Stock No. 1-24+ 
, 90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 10mm - US 
© Contain up to five units (HFE1600) and four units © @ Internal ORing MOSFET and Current Share MGNEI16 _ 5V2A LANCE — 
(HFE2500) per 1U rack © High efficiency 90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 14mm - US 
@ Provide up to 7600W (HFE1600) and 9500W © Full array of signals available MC141022 7.2W 12 V, 600 mA 02AC7200 5.32 
(HFE2500) per 1U rack MC141020 74W 5.9V, 1.25A 02AC7198 = 
Output Output Output | Price Each_ MC141013 7.5W 5V,15A 02AC7191 = 
Mfg. Part No. Power Voltage Current Stock No. 1-9+ MC141017 10W 5V,2A 02AC7195 4.52 
85 V to 265 V MC141018 12W 12V,1A 02AC7196 = 
@ HFE1600-32 1.5kW 32V ATA Sou 808.91 MIC141005 14.4W 12V, 1.2A 966615 = 
@ HFE1600-48 eld ABV 33A pares 794.37 MIC141023 Tew QV,2A 02AC7201 = 
@ HFE1600-12 1.596kW 12V 133A 2478184 823.46 uciat0n4 Taw T2V,15A O2AC7202 = 
@HFE1600-24 rey aN ls EEE ao Mic 141006 2aW 2AV,1A 96Y6616 = 
> CONTINUED > > CONTINUED > 
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POWER SUPPLIES 
EXTERNAL POWER SUPPLIES 


5-24 WATT SINGLE OUTPUT WALLMOUNT POWER SUPPLIES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


6-50 WATT SINGLE OUTPUT AC/DC POWER SUPPLIES (CONT.) 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-24+ 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - US 
MC141025 17.7W 5.9V,3A 02AC7203 3.56 
90 V to 264 V - Barrel Plug Center Positive 2.5mm x 5.5mm x 10mm - US 
MC141019 10W 5V,2A 02AC7197 4.52 
90 V to 264 V - Barrel Plug Center Positive 2.5mm x 5.5mm x 11mm - AU, EU, UK, US 
MC141026 24W 24V,1A 02AC7204 13.67 
90 V to 264 V - USB Micro - US 
MC141004 10W 5V,2A 96Y6614 - 
MC141015 11W 5V,2.2A 02AC7193 2.50 
90 V to 264 V - USB Mini - US 
MC141012 SW 5V,1A 02AC7190 3.52 
90 V to 264 V - USB - US 
MC141003 SW 5V,1A 96Y6613 = 
PIM_5755974 
8.4 WATT SINGLE OUTPUT AC/DC POWER (2) 
SUPPLIES multicomp 


@ Wall mount vertical power adapter 
Over current protection 
Over voltage protection 
Short circuit protection 
Efficiency level VI and Erp Stage I! 


Dimensions: 59 x 25.5 x 47.56mm 


Input Voltage 100V to 240VAC 
Input Frequency 50-60Hz 
Voltage Regulation 45% 
Operating Temperature 0°C to 40°C 
MTBF >25000 Hours 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-24+ 


90 V to 264 V - Barrel Plug Center Positive 2.5mm x 5.5mm x 12mm - Mains Plug Sold 
Separately 


MC141002 60Ww 24V,2.5A 96Y6612 = 
PIM_5670287 
12 WATT SINGLE OUTPUT AC/DC POWER C>) 
SUPPLIES multicomp 


© Universal power adapter © Over voltage protection 


[ MTBF >25000 Hours | 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-99+ 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 114mm - US 
MC141005 14.4W 12V,1.2A 96Y6615 = 
MC141006 24W 24V,1A 96Y6616 = 


90 V to 264 V - Barrel Plug Center Positive 2.5mm x 5.5mm x 11mm - Mains Plug Sold 
Separately 


MC141007 48w 12V,4A 966617 9.35 
90 V to 264 V - USB - US 
MC141003 5W 5V,1A 96Y6613 _ 
100 V to 240 V - AU, EU, UK, US - 84 x 52.5 x 32mm - Efficiency level V and Erp stage Il 
MC141001 40w 24V,6A 96Y6611 — 
PIM_5640185 
90 WATT SINGLE OUTPUT AC/DC POWER © 
SUPPLIES multicomp 


© Desktop power adapter 
Over current protection 
Over voltage protection 
Short circuit protection 


e 
e 
e 
© Efficiency level VI and Erp stage II 


Dimensions: 146 x 61.3 x 34.5mm 


Input Voltage 100V to 240VAC 
Input Frequency 50-60Hz 
Voltage Regulation 45% 
Operating Temperature 0°C to 40°C 
MTBF >25000 Hours 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-24+ 


90 V to 264 V - Barrel Plug Center Positive 2.5mm x 5.5mm x 12mm - Mains Plug Sold 
Separately 


MC141008 
PIM_5670289 


72W 24V,3A 96Y6618 13.34 


VEL05 SERIES, 5 WATT SINGLE OUTPUT PLUG TOP POWER 
SUPPLIES, LEVEL VI 


@ Interchangeable plugs 


© Short circuit protection 


@ Energy efficiency Level VI 
@ Barrel jack & USB versions 


@ Fixed mains connectors 


© Universal input 


© Output voltages from 5V to 12V 

® Class II construction 

© Cable length 1.5m 

© Approved as a limited power source (LPS) 


© Over current protection 
Input Voltage 


© Efficiency level VI and Erp stage II 


100V to 240VAC 


Input Frequency 


50-60Hz 


Voltage Regulation 


+5% 


Operating Temperature 


0°C to 40°C 


MTBF 


>25000 Hours 


SPECIFICATIONS: 
Input Voltage 

Input Frequency 

Input Current 

No Load Input Power 
Operating Temperature 


90V to 264V ac 
47Hz to 63Hz 
0.25A @ 100V ac 
<0.1W 
0°C to 60°C, derate from 100% load at 50°C to 50% load 60°C 


Output Output Price Each Safety Approvals IEC60950-1, DECULOUOC: 
Mfg. Part No. Power 1 Stock No. 1-244 Emissions EN55022, level B conducted & radiated 
90 V to 264 V - USB Micro - US Output Output Price Each 
MC141004 10W 5V,2A 96Y6614 eae Mfg. Part No. Power 1 Stock No. 1-4+ 
PIM_5670288 90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - EU 
@ VELO5US050-EU-JA SW 5V,1A 93X3551 = 
6-50 WATT SINGLE OUTPUT AC/DC POWER (r) @ VELO5US060-EU-JA SW 6 V, 830 mA 93X3562 5.46 
SUPPLIES multicomp @ VELOSUS090-EU-JA SW 9 V, 550 mA 93X3565 5.46 
@ Wall mount power adapter @ VEL05US120-EU-JA SW 12 V, 420 mA 93X3568 = 
° ae esa protection 90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - UK 
© Over voltage protection 
© Short circuit protection @ VELO5US050-UK-JA SW 5V,1A 93X3555 6.50 
@ VELOSUS060-UK-JA SW 6 V, 830 mA 93X3563 ese: 
@ VELO5US090-UK-JA SW 9 V, 550 mA 93X3566 = 
@ VELO5US120-UK-JA Sw 12 V, 420 mA 93X3569 eS 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - US 
Input Voltage 1O0V to 240VAC @ VELO5US050-US-JA BW 5V,1A 93X3559 6.50 
Input Frequency 50-60H2 @ VELOSUS060-US-JA SW 6 V, 830 mA 93X3564 6.50 
Voltage Regulation 45% 
Operating Temperature 0°C to 40°C 
> CONTINUED > > CONTINUED > 
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POWER SUPPLIES 
EXTERNAL POWER SUPPLIES 


VELO05 SERIES, 5 WATT SINGLE OUTPUT PLUG TOP POWER SUPPLIES, ACMO06 SERIES, 6-18 WATT SINGLE OUTPUT POWER SUPPLIES mv, ws 
LEVEL VI (CONT.) 


Price Each 
Mfg. Part No. fae a Stock No. 1-4+ XP Power 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - US Et 
@ VELO5US090-US-JA SW 9 V, 550 mA 93X3567 6.50 ay 
@ VELO5US120-US-JA 5W 12 V, 420 mA 93X3570 6.50 GREEN DT POWER 
90 V to 264 V - USB A- EU 
@ VELO5US050-EU-BB SW 5V,1A 93X3550 4.20 
90 V to 264 V - USB A- UK 
@ VELOS5US050-UK-BB 5W 5V,1A 93X3554 5.00 
90 V to 264 V- USBA-US 
eV EL Sess cL = ee Sie © Energy efficiency Level VI © Output voltages from 5V to 24V 
SOVto264V-USBMicroB-EU © European CoC Tier 2 ® Class II construction 
@ VELO5US050-EU-UB 5W 5V,1A 93X3553 5.46 © Medical and ITE approvals © 3 years warranty 
90 V to 264 V - USB Micro B - UK @ Interchangeable mains connectors 
@ VELOSUS050-UK-UB SW 5V,1A 93X3557 = Input Voltage: 90V to 264VAC 
90 V to 264 V - USB Micro B- US Input Frequency: 47 to 63Hz 
@ VELO5US050-US-UB 5w 5V,1A 93X3561 6.50 Ripple & Noise: 2% (12V Output), 1% (19V and 24V Output) pk-pk @ 20MHz bandwidth, 
90 V to 264 V- USB Mini B- EU measured with te ae in parallel with 
@ VELOSUS050-EU-MB 5W 5V,1A 93X3552 = Efficiency: Up to 89% 
90 V to 264 V - USB Mini B - UK Operating Temperature: 0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C 
@ VELOSUS050-UK-MB SW 5V,1A 93X3556 5.46 EMC: EN55022 Class B conducted and radiated 
90 V to 264 V - USB Mini B - US Safety Approvals: EN60950-1, IEC60950-1, ULICUL60950-1, CCC 
@ VELO5US050-US-MB 5W 5V,1A 93X3560 6.50 Dimensions: 4.48 x 6.61 x 2.8” 
PIM_5465271 Cable Length: 47.24" 
Output Output | Price Each 
VER05 SERIES, 5 WATT SINGLE OUTPUT PLUG TOP POWER) - By, Mfg. Part No. Power 1 Stock No. 1-44 
SUPPLIES, LEVEL VI ) ( ‘ 90 V to 264 V - Barrel Plug Center Positive 2.5mm x 5.5mm x 11mm - Mains Plug Sold 
a Separately 
XP Power —_@ ACMO6US05 ew 5V,1A 01AC0420 11.44 
’ G C € @ ACMO6US09 6wW 9 V, 600 mA 01AC0421 11.00 
@ ACM06US12 6W 12 V, 500 mA 01AC0422 11.00 
4 - M).. @ ACM18US05 18W 5V,2.5A 01AC0423 15.35 
RoHS _ @ ACM18US09 18W 9V,2A 01AC0424 = 
e Ost @ ACM18US12 18W 12V, 1.5A 01AC0425 13.82 
& @ >, @ ACM18US15 18W 15V, 1.25A 06AC2626 i 
& | @ ACM18US18 18W 18V,1A 01AC0426 i 
& © @ ACM18US24 18W 24 V, 750 mA 01AC0427 
GREEN Dal POWER PIM_5646287 


VEU10 SERIES, 10 WATT SINGLE OUTPUT AC/DC POWER 


@ Energy efficiency Level VI © Output voltages from 5V to 12V SUPPLIES 
@ Barrel jack & USB versions © Class II construction 
@ Interchangeable mains connectors included © Cable length 1.5m 
@ Universal input @ Approved as a limited power source (LPS) 
Input Voltage 9OV to 264V ac 
Input Frequency 47Hz to 63Hz 
Input Current 0.25A @ 100V ac 
No Load Input Power <0.1W 
Operating Temperature 0°C to 60°C, derate from 100% load at 50°C to 50% load 60°C 
Safety Approvals IEC60950-1, UL/cUL60950-1 
Emissions EN55022, level B conducted & radiated 
Dimensions (Body) 1.45 x 2.16 x 1.69” 
Cable Length 59" © USB power adapter @ Universal input 
A @ Energy efficiency Level VI © Output voltage 5V 
Output Output WBniceleach © European CoC tier 2 © Class II construction 
Mfg. Part No. Power 1 Stock No. 1-4+ © Fixed mains connectors 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - AU, EU, UK, US Input Voltage: 90 to 264VAG 
@ VERO5US050-JA 5W 5V,1A 93X3572 a Input Frequency: 47 to 63Hz 
© VEROSUSOG0VA a GN, BOA eSKSEIS 7.20 Ripple & Noise: 200mV pk-pk @ 20MHz bandwidth and 47yF electrolytic in parallel with 
@ VERO5US090-JA 5W 9 V, 550 mA 93X3576 8.00 0.1pF ceramic capacitator 
@ VERO5US120-JA 5W 12 V, 420 mA 93X3577 0) Operating Temperature: 0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C 
90 V to 264 V - USB A- AU, EU, UK, US Isolation: 3000VAC 
@ VERO05US050-BB 5W 5V,1A 93X3571 7.50 EMC: EN55032 Level B conducted and radiated 
90 V to 264 V - USB Micro B - AU, EU, UK, US Safety Approvals: IEC60950-1, UL/cUL60950-1, EN60950-1, CCC 
@ VERO5US050-UB 5W 5V.1A 93X3574 7.20 Dimensions: US plug: 1.45 x 0.86 x 2” 
90 V to 264 V - USB Mini B - AU, EU, UK, US Sead 
0 7 Int = AU, EU, UK Plug: 1.92 x 1.68 x 2” 
@ VERO5US050-MB 5W 5V,1A 93X3573 7.20 BrGSESER 
Output Output HIGGiESG) 
PIMLSATIB12 Mfg. Part No. Power 1 Stock No. 1-44 
90 V to 264 V - USB - EU 
VEU10US050-EU 10W 5V,2.1A 22AC7893 all 
90 V to 264 V - USB - UK 
VEU10US050-UK 10W 5V,2.1A 22AC7894 = 
90 V to 264 V - USB - US 
VEU10US050-US 10W 5V,2.1A 22AC7895 7.11 
PIM_5735890 
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POWER SUPPLIES 


EXTERNAL POWER SUPPLIES 


VER12 SERIES, 12 WATT SINGLE OUTPUT POWER SUPPLIES 


a2 


e Energy efficiency Level VI 
@ European CoC Tier 2 


@ Interchangeable mains connectors included 


@ Universal input 
Input Voltage: 


XP Power 


6A 


wa 


£* 


© Output voltages from 5V to 12V 
@ Approved as a limited power source (LPS) 
© Class II construction 


90V to 264VAC 


Input Frequency: 


47 to 63Hz 


Ripple & Noise: 


150mV pk-pk @ 20MHz bandwidth and 47 pF electrolytic in parallel with 
0.1uF ceramic capacitator 


Efficiency: 


Up to 83% 


Operating Temperature: 


0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C 


EMC: 


EN55022 Class B conducted and radiated 


Safety Approvals: 


IEC60950-1, UL/cUL60950-1 


Dimensions: 


VER Series (Body Only): H=37.6, W=41, D=76.5mm 


Cable Length: 59” 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - AU, EU, UK, US 
@ VER12US050-JA 12W 5V,2.1A 71Y7924 14.74 
@ VER12US090-JA 12W OV, 1.28A 71Y7925 = 
@ VER12US120-JA 12W 12V,1A 71Y7926 14.74 
PIM_5483429 


VEL12 SERIES, 12 WATT SINGLE OUTPUT POWER 


SUPPLIES 


@ Energy efficiency Level VI 
European CoC tier 2 

Fixed mains connectors 
Universal input 

Output voltages from 5V to 12V 
Class II construction 


Input Voltage: 


TUV Rheinland 


90V to 264VAC 


Input Frequency: 


47 to 63Hz 


Ripple & Noise: 


200mV pk-pk @ 20MHz bandwidth and 47uF electrolytic in parallel with 
0.1uF ceramic capacitator 


Efficiency: 


Up to 83% 


Operating Temperature: 


0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C 


EMC: 


EN55022 Class B conducted and radiated 


Safety Approvals: 


IEC60950-1, UL/cUL60950-1 


Dimensions: 


Euro Plug: H=1.55, W=2.99, D=1.16” 
UK Plug: H=1.83, W=2.99, D=1.95" 
US Plug: H=1.73, W=2.99, D=1.16” 


Cable Length: 59” 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - EU 
@ VEL12US050-EU-JA 12W 5V,2.1A 71Y7915 10.68 
@ VEL12US090-EU-JA 12W 9V,1.28A 71Y7918 10.68 
@ VEL12US120-EU-JA 12W 12V,1A 71Y7921 — 


90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - UK 


@ Indicates RoHS Compliant 


VET SERIES, 18-36 WATT SINGLE OUTPUT AC/DC POWER 


SUPPLIES 


@ Energy efficiency Level VI 
@ European CoC tier 2 
@ Universal input 


Input Voltage: 


4] Find Datasheets Online 


© Output voltages from 9V to 24V 
© Class II construction 


90 to 264VAC 


Input Frequency: 


47 to 63Hz 


Ripple & Noise: 


VET18 and VET24: 150mV pk-pk @ 20MHz bandwidth and 47yF 
electrolytic in parallel with 0.1yF ceramic capacitator 
VET30 and VET36: 180mV pk-pk @ 20MHz bandwidth and 47yF 
electrolytic in parallel with 0.1F ceramic capacitator 


Efficiency: 


Up to 87% 


Operating Temperature: 


0°C to 60°C 


Isolation: 


3000VAC 


EMC: 


EN55022 Level B conducted and radiated 


Safety Approvals: 


IEC60950-1, UL/cUL60950-1, EN60950-1, CCC 


Dimensions: 


VET18: 4.21 x 1.71 x 1.22” 
VET24: 4.21 x 1.71 x 1.22” 
VET30: 4.53 x 1.89 x 1.28” 
VET36: 4.53 x 1.89 x 1.28” 


Cable Length: §9” 
Output Output Price Each 

Mfg. Part No. Power 1 Stock No. 1-4+ 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - Mains Plug Sold 
Separately 
@ VET18US090C2-JA 18W 9V,2A 10AC5483 12.85 
@ VET18US120C2-JA 18W 12V,1.5A 10AC5484 12.85 
@ VET18US150C2-JA 18W 15 V, 1.25A 10AC5485 12.85 
@ VET18US180C2-JA 18W 18V,1A 10AC5486 41.57 
@ VET18US240C2-JA 18W 24 V, 750 mA 10AC5487 11.57 
@ VET24US120C2-JA 24W 12V,2A 10AC5488 13.93 
@ VET24US150C2-JA 24W 15V,1.6A 10AC5489 12.54 
@ VET24US180C2-JA 24W 18 V, 1.32A 10AC5490 = 
@ VET24US240C2-JA 24W 24V,1A 10AC5491 _ 
@ VET30US120C2-JA 30W 12V,2.5A 10AC5492 = 
@ VET30US150C2-JA 30Ww 15V,2A 10AC5493 16.76 
@ VET30US180C2-JA 30W 18 V, 1.67A 10AC5494 15.08 
@ VET30US240C2-JA 30W 24V, 1.25A 10AC5495 = 
@ VET36US120C2-JA 36W 12V,3A 10AC5496 16.96 
@ VET36US150C2-JA 36W 15V,24A 10AC5497 = 
@ VET36US180C2-JA 36W 18V,2A 10AC5498 pee 
@ VET36US240C2-JA 36W 24V, 1.5A 10AC5499 16.96 


PIM_5683491 


VEL18 SERIES 18 WATT SINGLE OUTPUT AC/DC POWER 


SUPPLIES 


byte 


@ Energy efficiency Level VI 


TUV Rheinland 


- 


GREEN D(a POWER 


@ Universal input 


@ VEL12US050-UK-JA 12W 5V,2.1A 71Y7916 10.68 SE Con © Guin t wolease Hawa bouy 
uropean CoC tier utput voltages from 9V to 
@ VEL12US090-UK-JA 12w QV, 1.28 TAY7919 10.68 @ Fixed mains Connectors © Class II construction 
@ VEL12US120-UK-JA 12W 12V,1A 717922 = Input Voltage: DOV to D64VAC 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - US Input Frequency: 47 to 63Hz 
@ VEL12US050-US-JA 12W 5V, 2.18 TAYTSAT 10.68 Ripple & Noise: 200mV pk-pk @ 20MHz bandwidth and 10uF electrolytic in parallel with 
@ VEL12US090-US-JA 12W OV, 1.28A 717920 12.71 0.1 uF ceramic capacitator 
@ VEL12US120-US-JA 12W 12V,1A 71Y7923 12.71 Efficiency: Up to 85% 
PIM_5482919 Operating Temperature: 0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C 
Isolation: 3000VAC 
EMC: EN55022 Class B conducted and radiated 
Safety Approvals: IEC60950-1, UL60950-1 
Dimensions: Euro Plug: H=2.26, W=3.54, D=1.34” 
UK Plug: H=1.97, W=3.54, D=1.95” 
US Plug: H=1.87, W=3.54, D=1.34” 
> CONTINUED > 
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VEL18 SERIES 18 WATT SINGLE OUTPUT AC/DC POWER SUPPLIES (CONT.) 


[Cable Length: 59” ] 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 

90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - EU 

@ VEL18US090-EU-JA 18W 9V,2A 77Y4680 12.30 
@ VEL18US120-EU-JA 18W 12V,1.5A 7TY4683 42.29 
@ VEL18US150-EU-JA 18W 15 V, 1.25A 7TY4686 = 
@ VEL18US240-EU-JA 18W 24 V, 750 mA 77Y4689 = 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - UK 

@ VEL18US090-UK-JA 18W 9V,2A 77Y4681 12.30 
@ VEL18US120-UK-JA 18W 12V,1.5A TTY 4684 13.66 
@ VEL18US150-UK-JA 18W 15 V, 1.25A 77Y4687 12.30 
@ VEL18US240-UK-JA 18W 24 V, 750 mA 77Y4690 es 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - US 

@ VEL18US090-US-JA 18w 9V,2A 77Y4682 13.66 
@ VEL18US120-US-JA 18W 12V,1.5A 7TY4685 13.66 
@ VEL18US150-US-JA 18W 15 V, 1.25A 77Y4688 12.30 
@ VEL18US240-US-JA 18W 24 V, 750 mA 77Y4691 13.66 
PIM_5500819 

VER18 SERIES 18 WATT SINGLE OUTPUT AC/DC POWER YX 
SUPPLIES 

© Energy efficiency Level VI 

@ European CoC tier 2 er 
@ Interchangeable mains connectors included 

@ Universal input 

© Output voltages from 9V to 24V 

@ Approved as a limited power source (LPS) rN 

© Class II construction 


Input Voltage: 


= 


GREEN D(a POWER 


90V to 264VAC 


Input Frequency: 


47 to 63Hz 


Ripple & Noise: 


150mV pk-pk @ 20MHz bandwidth and 10yF electrolytic in parallel with 
0.1yF ceramic capacitator 


Efficiency: 
Operating Temperature: 


Up to 85% 
0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C 


Isolation: 


3000VAC 


EMC: 


EN55022 Class B conducted and radiated 


Safety Approvals: 


IEC60950-1, UL60950-1 


Dimensions: VER Series (Body Only): H=1.68, W=3.54, D=1.69” 
Cable Length: §9” 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 

90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - AU, EU, UK, US 

@ VER18US090-JA 18W 9V,2A 77Y4701 15.80 
@ VER18US120-JA 18W 12V,1.5A 77Y4702 ee 

@ VER18US150-JA 18W 15 V, 1.25A 77Y4703 15.80 
@ VER18US240-JA 18W 24 V, 750 mA 77Y4704 15.80 
PIM_5500824 


VEL24 SERIES 24 WATT SINGLE OUTPUT AC/DC POWER 


SUPPLIES 


e Energy efficiency Level VI 
@ European CoC tier 2 
© Fixed mains connectors 


Input Voltage: 


‘TUV Rheinland 


Oo 


GREEN D(a POWER 


@ Universal input 
© Output voltages from 12V to 24V 
@ Class II construction 


90V to 264VAC 


Input Frequency: 


47 to 63Hz 


Ripple & Noise: 


200mV pk-pk @ 20MHz bandwidth and 10uF electrolytic in parallel with 
0.1yF ceramic capacitator 


Efficiency: 


Up to 85% 


Operating Temperature: 


0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C 


Isolation: 


3000VAC 


EMC: 


EN55022 Class B conducted and radiated 


Safety Approvals: 


1.800.463.9275 ¢ 


IEC60950-1, UL60950-1 


> CONTINUED > 


newark.com 


POWER SUPPLIES 
EXTERNAL POWER SUPPLIES 


VEL24 SERIES 24 WATT SINGLE OUTPUT AC/DC POWER SUPPLIES (CONT.) 


Dimensions: 


Euro Plug: H=2.26, W=3.54, D=1.34” 
UK Plug: H=1.97, W=3.54, D=1.95” 


US Plug: H=1.87, W=3.54, D=1.34” 


Cable Length: 59” 
Output Output Price Each 

Mfg. Part No. Power 1 Stock No. 1-4+ 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - EU 
@ VEL24US120-EU-JA 24W 12V,2A TTY 4692 — 
@ VEL24US150-EU-JA 24W 15V, 1.6A TTY 4695 15158. 
@ VEL24US240-EU-JA 24W 24V,1A TTY 4698 — 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - UK 
@ VEL24US120-UK-JA 24W 12V,2A TTY 4693 = 
@ VEL24US150-UK-JA 24W 15V, 1.6A TTY 4696 13.98 
@ VEL24US240-UK-JA 24W 24V,1A TTY 4699 _— 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - US 
@ VEL24US120-US-JA 24W 12V,2A TTY 4694 15158 
@ VEL24US150-US-JA 24W 15V, 1.6A TTY 4697 13.98 
@ VEL24US240-US-JA 24W 24V,1A 77Y4700 1515S. 


PIM_5500821 


VER24 SERIES 24 WATT SINGLE OUTPUT AC/DC POWER 


SUPPLIES 


@ Energy efficiency Level VI 
European CoC tier 2 


Interchangeable mains connectors included 


Universal input 


Approved as a limited power source (LPS) 


Class II construction 


China Compulsory Certification (CCC) 


e 
e 
e 
© Output voltages from 12V to 24V 
e 
e 
e 


) 
@ 4 ‘TUV Rheinland 


a. 
& 


GREEN Oo POWER 


Input Voltage: 90V to 264VAC 
Input Frequency: 47 to 63Hz 
Ripple & Noise: 150mV pk-pk @ 20MHz bandwidth and 10uF electrolytic in parallel with 
0.1yF ceramic capacitator 
Efficiency: Up to 85% 
Operating Temperature: 0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C 
Isolation: 3000VAC 
EMC: EN55022 Class B conducted and radiated 
Safety Approvals: IEC60950-1, UL60950-1, CCC 
Dimensions: VER Series (Body Only): H=1.68, W=3.54, D=1.69" 
Cable Length: 59” 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - AU, EU, UK, US 
@ VER24US120-JA 24W 12V,2A 77Y4705 19.82 
@ VER24US150-JA 24W 15V,1.5A 77Y4706 17.84 
@ VER24US240-JA 24W 24V,1A 7TY4707 17.84 
PIM_5500826 


ACM24 SERIES, 24 WATT SINGLE OUTPUT POWER SUPPLIES 


Energy efficiency Level VI 
European CoC tier 2 
Medical and ITE approvals 


Output voltages from 9V to 48V 


Class II construction 
3 years warranty 


Input Voltage: 


e 
e 
e 
@ Interchangeable mains connectors 
e 
e 
e 


90V to 264VAC 


Input Frequency: 


47 to 63Hz 


Ripple & Noise: 


150mV pk-pk @ 20MHz bandwidth, measured with 20MHz bandwidth and 
10uF electrolytic in parallel with 0.1yF ceramic capacitor. 


Efficiency: 


Up to 88.4% 


Operating Temperature: 


0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C 


EMC: 
Safety Approvals: 


EN55032 Class B conducted and radiated 


UL60950-1, EN60950-1, IEC60950-1, LVD, ANSI/AAMI ES 60601-1, CSA 
€22.2 No. 60601, EN60601-1, IEC60601-1 


Dimensions: 


1.18 x 3.46 x 2.24" 


Cable Length: 


70.8” 


> CONTINUED > 
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POWER SUPPL 


IES 


EXTERNAL POWER SUPPLIES 


ACM24 SERIES, 24 


WATT SINGLE OUTPUT POWER SUPPLIES (CONT.) 


@ Indicates RoHS Compliant 


VEL36 SERIES, 36 WATT SINGLE OUTPUT AC/DC POWER 


4] Find Datasheets Online 


Output Output Price Each SUPPLIES 
Mfg. Part No. Power 1 Stock No. 1-4+ 
90 V to 264 V - Barrel Plug Center Positive 2.5mm x 5.5mm x 11mm - Mains Plug Sold XP Power 
Separately £> 
ACM24US09 24W 9V,2.33A 14AC8354 15.93 (ly 
ACM24US12 24W 12V,2A 14AC8355 15.92 S = 
ACM24US15 24W 15V,1.6A 14AC8356 15:93) “ : ae 
ACM24US18 24W 18V, 1.33A 14AC8357 15.93 
ACM24US24 24W 24V,1A 14AC8358 15.93 
ACM24US48 24W 48 V, 500 mA 23AC1407 15:93) 
Price Each @ Energy efficiency Level VI @ Universal input 
Ni. Pat No Descrtion Sek we) 3 FumpeencoC er oo 
@ ACM PLUG AU Mains, AU Plug 14AC8349 1653 Input Voltage: 90V to D64VAG 
@ ACM PLUG CN Mains, CN Plug 14AC8350 MEDS. 
- Input Frequency: 47 to 63Hz 
@ACMIELUGEY Main EU Flug LAACOSSI ie Ripple & Noise: 180mV pk-pk @ 20MHz bandwidth and 47yF electrolytic in parallel with 
@ ACM PLUG UK Mains, UK Plug 14AC8352 1.82 0.1pF ceramic capacitator 
@ ACM PLUG US Mains, US Plug 14AC8353 1.82 Efficiency: Up to 87% 
PIM_5705623 Operating Temperature: 0°C to 60°C, derate from 100% load at 45°C to 50% load at 60°C 
Isolation: 3000VAC 
————— EMC: EN55022 Class B conducted and radiated 
elneLica SoU TERNAL POWER @) Sepiimiiant D> ’ ( > | Safety Approvals: EN60950-1, IEC60950-1, UL/cUL60950-1, CCC 
© Energy efficiency level V A Dimensions: ine rie Te ete 
@ <0.3W no load input power (<0.5W AFM60) XP Power ile Plug wis a Weo 11 Be a8! 
@ CEC2008 and EISA2007 compliant 
@ IT and medical approvals Cable Length: 59” 
@ Class II Versions . 
© 0°C to +70°C operating temperature Output Output Price Each 
@ Three-year manufacturer's warranty Mfg. Part No. Power 1 Stock No. 1-4+ 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - EU 
@ VEL36US120-EU-JA 36W 12V,3A 01AC2713 = 
@ VEL36US150-EU-JA 36W 15V,24A 01AC2716 18.91 
SPECIFICATIONS @ VEL36US180-EU-JA 36W 18V,2A 01AC2719 17.02 
Input Voltage: 80-264VAC, derate output power 25% <90VAC @ VEL36US240-EU-JA 36W 24V,1.5A 01AC2722 18.91 
Input Frequency: 47-63Hz 90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - UK 
Ripple & Noise: 4% pk-pk max, 20MHz BW @ VEL36US120-UK-JA 3ew 12V,3A 01AC2714 17.02 
Efficiency: 267s Typical @ VEL36US150-UK-JA 36W 15V,24A O1AC2717 = 
Operating Temperature: 0°C to 60°C, derate from 100% power at 40°C to 60% power at 60°C @ VEL36US180-UK-JA 36W 18V,2A 01AC2720 17.02 
EMC: EN55011/22/FCC Class B conducted and radiated © VEL36US240-UK-JA 36W DAV 15A 01AC2723 = 
Safety Approvals: ENGOSS0-1, bases 4 tonal PECDBO Tend 90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - US 
Dimensions (LxWxH):| __AFM30 and AFM45: 4.76” x 1.97" x 1.21", AFM60: 4.92" x 2.44” x 1.33" © VELSGUS120-USJA aoN 12M 3A UTA 18.91 
Inlet/Output Connector: | Class | version with IEC-320-C14 inlet; Class II version with IEC-320-C8 inlet; @ VEL36US150-US-JA 36W 15V, 24 O1AC2718 18.91 
Barrel-type 2.5mm output plug @ VEL36US180-US-JA 36W 18V,2A 01AC2721 17.02 
Cable Length: 37.4" £2" (950mm +50mm) @ VEL36US240-US-JA 36W 24V,1.5A 01AC2724 18.91 
Output Output Price Each pumas 
Mfg. Part No. Power 1 Stock No. 1-4+ 
80 V to 264 V - Barrel Plug Center Positive 2.5mm x 5.5mm x 11mm - Mains Plug Sold VER36 SERIES, 36 WATT SINGLE OUTPUT AC/DC POWER Oy 
Separately - Class | SUPPLIES  } ( » 
@ AFM30US12 30W | 12V, 2.5A 85W2884 36.54 © Energy efficiency Level VI & 4 
@ AFM30US15 30W 15V,2A 85W2886 36.54 © European CoC Tier 2 ; ,’ &} XP Power 
@ AFM30US18 30W 1BV, 167A 35W2888 32.89 7 con mains connectors included & & ta, 
@ AFM30US24 sow 24V, 1.25A 85w2890 36.54 © Output voltages from 12V to 24V () 
@ AFM45US12 48W 12V,4A 2475117 45.31 ® Class II Construction Y 
@ AFIMA5US15 48W 1BV,32A 2475118 40.78 ese 
@ AFM45US18 48w 18V, 267A 2475119 45.31 Input Voltage: 90V to 264VAC 
@ AFM45US24 438w 24V, 2A 2475120 45.31 Input Frequency: 47 to 63Hz 
@ AFM60US12 60W 12V,5A 2475121 51.16 Ripple & Noise: 150mV pk-pk @ 20MHz bandwidth and 47uF electrolytic in parallel with 
@ AFMG0US15 60W 15V,4A 2475122 51.16 — O-1HF ceramic capacitator 
@ AFMGOUSI8 GoW 18V, 334A 2475123 51.16 srigieniey: sons 
= Operating Temperature: 0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C 
@ AFM60US24 60W 24V,2.5A 2475124 46.05 ; 
— - Isolation: 3000VAC 
ene ame tronl Plug Center Positive 2.5mm x 5.5mm x 11mm - Mains Plug Sold EMC: EN55022 Class B conducted and radiated 
@ AFM30US12C2 30W 12V,25A 35W2885 26.25 Safety Approvals: ENG0G50+1, IEC60950-1, UL/cUL60950-1, CCC : 
@ AFM30US15C2 30W 15V,2A 35W2887 = Dimensions: VER Series (Body Only): Brel, W=1.71, D=1.85 
@ AFM30US24C2 30W 24V, 125A 35W2891 32.89 Cable Length: 58 
@ AFM45US12C2 48W 12V,4A 19X6786 40.78 Output Output Price Each 
@ AFM45US15C2 48w 15V,3.2A 4576460 = Mfg. Part No. Power 1 Stock No. 1-4+ 
@ AFM45US18C2 48W 18 V, 267A 19X6787 29.30 90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 12mm - AU, EU, UK, US 
@ AFM45US24C2 48W 24V,2A 19X6788 32.55 @ VER36US120-JA 36W 12V,3A 01AC2725 20.22 
@ AFM60US12C2 GOW 12V,5A 19X6789 51.16 @ VER36US150-JA aM 15V, 248 oraczi2g 18.20 
@ AFM60US15C2 60W 15V,4A 49X6790 46.05 @ VER36US180-JA 36W 18V,2A 01AC2727 18.20 
@ AFM60US18C2 Bow 18 V, 3.34 A 19X6791 46.04 @ VER36US240-JA 36W 24V, 1.58 01AC2728 20.22 
@ AFM60US24C2 60W 24V, 2.5A 7178017 46.05 PIM_5858366 


PIM_194057 
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VEC SERIES 40-65 WATT SINGLE OUTPUT AC/DC POWER 


POWER SUPPLIES 


EXTERNAL POWER SUPPLIES 


ALM65 SERIES 65 WATT SINGLE OUTPUT AC/DC POWER SUPPLIES 


SUPPLIES e (CONT.) 
e Energy efficiency Level VI Output Output Price Each 
© CoC tier 2 ——— 
© Limited power source approved Mfg. Part No. Power 1 Stock No. 1-4+ 
@ <0.15W standby power 80 V to 264 V - Barrel Plug Center Positive 2.5mm x 5.5mm - Mains Plug Sold Separately - 
© Optional inlet connector Class Il 
be ee ch eA al (CCC) qualified @ ALM65US12C2-8 65W 12V,5.4A TTY 4545 40.02 
@ 0°C to 65°C operation 
© High power density @ ALM65US15C2-8 65W 15V,4.3A TTY4547 40.02 
@ ALM65US19C2-8 65W 19V,3.4A TTY4549 40.02 
@ ALM65US24C2-8 65W 24V,2.7A TTY4551 40.03 
@ ALM65US48C2-8 65W 48 V, 1.35A TTY4553 40.03 
PIM_5500815 
Input Voltage: 90V to 264VAC 
Input Frequency: 47 to 63Hz AHM SERIES 85-250 WATT IT AND MEDICAL EXTERNAL aS 
Ripple & Noise: 240mV pk-pk @ 20MHz bandwidth and 22uF electrolytic in parallel with POWER SUPPLIES ) 

_ 0.1uF ceramic capacitator © Energy Efficiency Level V A 
Efficiency: Up to 90% © EISA2007 and CEC2008 compliant XP Power 
Operating Temperature: | VEC40/50: 0°C to 65°C, derate from 100% load at 45°C to 50% load at © Medical and ITE approvals RoHS _ 

65°C @ <0.5W no load output power Geetinpian 
VEC65: 0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C © Class | and Class II versions on 85W and 100W — 
EMC: EN55022 Class B conducted and radiated © iHigh eficency ; 
@ IP (x) 1 environmental rating 
Safety Approvals: EN60950-1, IEC60950-1, UL/cUL60950-1, CCC © Three-year manufacturer's warranty 
Dimensions: 1.23 x 2.06 x 4.58” AHM series compact IT and medical desktop 
Cable Length: 47.2" power supplies include over voltage, over load, over 
temperature and short circuit protection. For Class 
Price Each | versions shell is connected to earth. For Class II 
Output Output 
Mfg. Part No. Power 1 Stock No. 4-4+ versions shell is capacitively coupled to input. For Class II versions, add suffix C2 to 85W and 
90 V to 264 V - Barrel Plug Center Positive 2.5mm x 5.5mm x 11mm - Mains Plug Sold HOH Model number Tica! 
Separately SPECIFICATIONS 
@ VEC40US12 40w 12 V, 3.33A 71Y7884 19.28 Input Voltage: 90-264VAC 
@ VEC40US15 40W 15 V, 2.67A 71Y7885 19.28 Input Frequency: 47-63Hz 
@ VEC40US24 40W 24 V, 1.67A 71Y7886 19.28 Line Regulation: +1.5% max. 
@ VEC50US12 SOW 12V,4.16A 71Y7887 24.70 Ripple & Noise: 1.5% max pk-pk (see note *) 
@ VEC50US15 50W 15 V, 3.33A 71Y7888 24.70 Efficiency: 92% typical 
@ VECS50US19 50W 19 V, 2.63A 71Y7889 22.66 Operating Temperature: 0 °C to +60 °C, derate from 100% power at +40 °C to 60% power at +60 °C 
@ VEC50US24 50W 24 V, 2.08 A 71Y7890 24.70 EMC: EN55011/22, Class B conducted and radiated 
@ VEC65US12 65W 12V, 541A 71Y7891 26.94 Safety Approvals: EN60601-1, ANSI/AAMI mune No. 60601-1 per cUL, EN60950, 
@ VEC65US19 65W 19 V,3.42A 71Y7892 26.94 
@ VEC65US24 65W 24V, 271A 7AY7893 26.94 Output Output Price Each 
PIM 5486517 Mfg. Part No. Power 1 Stock No. 1-4+ 
= 80 V to 264 V - 6 Way Molex Connector - Mains Plug Sold Separately - Class |, Dimensions 
(HxWxD): 1.45 x 3.48 x 8.77" 
ALM65 SERIES 65 WATT A \Y ine @) Gepiimpian > @ AHM250PS12T 210W 12V, 175A 67R9460 as 
SINGLE OUTPUT AC/DC POWER fvalabe x a RGEISIET iW REE aR ESR 
SUPPLIES @ AHM250PS19T 240W 19 V, 12.63A 67R9462 455.42 
o: Metical 6 11 Salely approvals XP Power 9 AHM250PS24T 250W 24V, 10.41 A 67R9463 
@ Energy efficiency Level VI lads 160.23 
© 4th edition medical EMC @ AHM250PS48T 250W 48 V,5.21A 67R9464 160.23 
© P32 environmental rating 90 V to 264 V - 4 Way Mini DIN - Mains Plug Sold Separately - Class I, Dimensions (HxWxD): 
® Class | and Class II versions 4.45 x 2.52 x 5.90" 
@ <0.21W standby power 
@ 0°C to 60°C operation @ AHM85PS12 85W 12V, 7.08A 67R9465 74.39 
@ Low earth leakage current @ AHM85PS15 85W 15V, 567A 67R9466 69.93 
© S year warranty @ AHMB85PS19 85W 19V,4.47A 67R9467 69.93 
@ AHM85PS24 85W 24 V, 3.54 67R9468 74.39 


Input Voltage: 
Input Frequency: 


GREEN cd POWER 


80V to 264VAC 
47 to 63Hz 


Ripple & Noise: 


1.5% pk-pk @ 20MHz bandwidth and 10uF electrolytic in parallel with 
0.1yF ceramic capacitator 


Efficiency: 


Up to 88% 


Operating Temperature: 


0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C 


Isolation: 


Input to Output: 4000VAC 2 x MOPP 
Input to Ground: 1500VAC 1 x MOPP 
Output to Ground: 500VAC Class | Versions Only 


EMC: 


EN55022 Class B conducted and radiated 


Safety Approvals: 


ANSI/AAmi ES 60601-1, CSA C22.2 No. 60601, EN60601-1, 
EN60950-1, IEC60950-1, LVD, UL60950-1 


EC60601-1, 


Dimensions: 1.319 x 4.941 x 2.185" 
Cable Length: 35.433” 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
80 V to 264 V - Barrel Plug Center Positive 2.5mm x 5.5mm - Mains Plug Sold Separately - 
Class | 
@ ALM65US12 65W 12V,5.4A TTY 4544 40.02 
@ ALM65US15 65W 15 V,4.3A TTY4546 40.03 
@ ALM65US19 65W 19V,3.4A TTY4548 40.03 
@ ALM65US24 65W 24V,2.7A TTY4550 40.03 
@ ALM65US48 65W 48 V, 135A TTY4552 44.47 
> CONTINUED > 
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90 V to 264 V - 4 Way Mini DIN - Mains Plug Sold Separately - Class I, Dimensions (HxWxD): 


1.45 x 2.52 x 6.29" 


@ AHM100PS12 100W 12 V, 8.33A 67R9445 76.39 
@ AHM100PS15 100W 15 V, 6.67A 67R9446 76.39 
@ AHM100PS24 100W 24V, 416A 67R9448 81.26 
@ AHM100PS48 100W 48 V, 2.08 A 67R9449 81.26 


90 V to 264 V - 4 Way Mini DIN - Mains Plug Sold Separately - Class I, Dimensions (HxWxD): 


1.45 x 3.15 x 7.87" 


@ AHM150PS12 150W 12V,12.5A 67R9450 98.97 
@ AHM150PS15 150W 15V,10A 67R9451 105.29 
@ AHM150PS19 150W 19 V, 7.89A 67R9452 = 

@ AHM150PS24 150W 24 V, 6.25A 67R9453 105.29 
@ AHM150PS48 150W 48 V, 3.13A 67R9454 98.98 
@ AHM180PS15 180W 15V,12A 67R9456 106.52 
@ AHM180PS19 180W 19 V, 9.47A 67R9457 = 

@ AHM180PS24 180W 24V,7.5A 67R9458 113.31 


90 V to 264 V - 4 Way Mini DIN - Mains Plug Sold Separately - Class II, Dimensions (HxWxD): 


1.45 x 2.52 x 5.90" 


@ AHM85PS12C2-8 85W 12V, 7.08A 


852907 69.93 


90 V to 264 V - 4 Way Mini DIN - Mains Plug Sold Separately - Class II, Dimensions (HxWxD): 


1.45 x 2.52 x 6.29" 


@ AHM100PS12C2-8 100W 12 V, 8.33A 85W2892 76.39 
@ AHM100PS15C2-8 100W 15 V, 6.67A 85W2893 76.39 
@ AHM100PS19C2-8 100W 19 V, 5.26A 85W2894 76.39 
@ AHM100PS24C2-8 100W 24 V, 4.16A 85W2895 76.38 
@ AHM100PS48C2-8 100W 48 V, 2.08 A 85W2896 76.38 

> CONTINUED > 
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EXTERNAL POWER SUPPLIES 


AHM SERIES 85-250 WATT IT AND MEDICAL EXTERNAL POWER VES90 SERIES 90 WATT SINGLE OUTPUT AC/DC POWER SUPPLIES 
SUPPLIES (CONT.) (CONT.) 
Output Output Price Each EMC: EN55022 Class B conducted and radiated 
Mfg. Part No. Power 1 Stock No. 1-4+ Safety Approvals: EN60950-1, IEC60950-1, UL/cUL60950-1, CCC 
90 V to 264 V - 4 Way Mini DIN - Mains Plug Sold Separately - Class II, Dimensions (HxWxD): Dimensions: 5.47 x 2.28 x 1.22” 
1.45 x 3.15 x 7.87" Cable Length: 47.28" 
@ AHM150PS19C2-8 150W 19 V,7.89A 85W2899 98.98 : 
@ AHM150PS24C2-8 150W 24 V,6.25A 5W2900 98.97 eeu Output Cua An ee 
@ AHM150PS48C2-8 150W 48 V,3.13A 85W2901 98.98 VE = ~ iH Mini DIN LL Plug Sold § ial Seles ae 
Si bi es eee nee e Ie or oe i: 12 is t 71Y7894 45.00 
@ AHM180PS15C2-8 180W 15V,12A 85W2903 106.52 wVEsoirsi0 OW TOV 4 - A 7AY7895 AA 
@ AHM180PS19C2-8 180W 19V,9.47A 85W2904 106.52 — - 
@ VES90PS24 90w 24V,3.75A 71Y7896 49.05 
elec Ale atl a pala 106152 @ VES90PS48 90w 48 V, 1.875 A 71Y7897 
@ AHM180PS48C2-8 180W 48 V,3.75A 85Ww2906 106.52 ae = 
PR vehG PIM_5486519 


AJM90 SERIES 90 WATT SINGLE RoHS omy] a 

a Compliant 

ALMB5 SERIES, 85 WATT SINGLE OUTPUT AC/DC POWER 7, GUIFUTACIDC POWER SUPpIES. (GP @) Gepiinoin ) D | 
Ss © Energy efficiency level VI |__| 

© Medical and ITE safety approvals XP Power 

® 4th edition medical EMC 

© Class | and Class II versions 

@ <0.21W standby power 

© 0°C to 60°C operation 

@ Low earth leakage current 

© 3 year warranty 


TUV Rheinland 


GREEN D(a POWER 


@ Medical & T safety approvals ; ® Class | and Class II versions Input Voltage: 80V to 264VAC 
© Energy efficiency Level VI & EU CoC Tier 2 © <0.15W standby power Input Frequency: 47 to 63Hz 
compliant © Operating temperature: 0°C to 60°C - - ; - 
@ 4th edition medical EMC © Low earth leakage current Ripple & Noise: 1%, 150mV pk-pk for 12V Models @ 20MHz bandwidth and 10uF 
P32 environmental rating 3 year warranty electrolytic in parallel with 0.1 uF ceramic capacitator 
Input Voltage: BOV to 264VAC Efficiency: Up to 90% 
Input Frequency: 47 to 63Hz Operating Temperature: 0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C 
Ripple & Noise: 1.5% pk-pk @ 20MHz bandwidth and 10uF electrolytic in parallel with Isolation: Input to Output: 4000VAC 2 x MOPP 
O.1pF ceramic capacitator Input to Ground: 1500VAC 1 x MOPP 
Effici Up to 88% Output to Ground: 500VAC Class | Versions Only 
iciency: p to 88% ; 
EMC: EN55022 Class B conducted and radiated 
i 2 2 2 9 ° 9 2 
Operating Temperature: 0°C to 60°C, derate from i: load at 40°C to 60% load at 60°C Safety Approvals: EN60601-1, CSA C22.2 No. 60601, IEC60601-1 : Medical 
Isolation: ae fae SOL : x te EN60950-1, IEC60950-1, UL60950-1: ITE (Class | Versions Only) 
input to Ground: X 7 ——- ; 
Output to Ground: 500VAC Class | Versions Only Dimensions: 0.88 x as X27 
EMC: EN55022 Class B conducted and radiated Cable Length: oe 
Safety Approvals: ANSI/AAmi ES 60601-1, CSA C22.2 No. 60601, EN60601-1, IEC60601-1, Output Connector: Mates with Kycon KPJ-4S or equivalent 
EN60950-1, IEC60950-1, LVD, UL60950-1 5 
- —— * et Output Output Price Each 
Dimensions: 5.315 x 2.441 x 1.457 Mfg. Part No. Power 1 Stock No. 1-44 
Cable Length: 35.49 80 V to 264 V - 4 Way Mini DIN - Mains Plug Sold Separately - Class | 
Output Output Price Each @ AJM90PS12 gow 12V,7.5A TTY4536 = 
Mfg. Part No. Power 1 Stock No. 1-4+ @ AJM90PS18 gow 18V,5A 77Y4538 = 
80 V to 264 V - 4 Way DIN - Mains Plug Sold Separately - Class | @ AJM90PS19 gow 19V,4.74A 77Y4540 2g 
ALM85US12 80W 12 V, 6.67A 13AC9801 58.04 @ AJM90PS24 gow 24V,3.75A 7TY4542 72.00 
ALM85US15 sow 15 V, 5.33 A 13AC9803 — 80 V to 264 V - 4 Way Mini DIN - Mains Plug Sold Separately - Class II 
ALM85US19 85W 19V,4.47A 13AC9805 58.04 @ AJM90PS12C2 gow 12V,7.5A 7TY4537 72.00 
ALM85US24 85W 24 V, 3.54A 13AC9807 59.16 @ AJM90PS18C2 gow 18V,5A 77Y4539 — 
80 V to 264 V - 4 Way DIN - Mains Plug Sold Separately - Class Il @ AJM90PS19C2 gow 19V,4.74A 77Y4541 72.00 
ALM85US12C2-8 s0w 12V,6.67A 13AC9802 58.04 @ AJM90PS24C2 gow 24 V,3.75A 7TY4543 = 
ALM85US15C2-8 sow 15 V, 5.33A 13AC9804 58.04 PIM_5500807 
ALM85US19C2-8 85W 19V,4.47A 13AC9806 58.04 
pe MeSUSeACa sa a ees ea IE VES120 SERIES, 120 WATT SINGLE OUTPUT POWER SUPPLIES Ev, 
PIM_5698749 Energy efficiency Level VI |] 
European CoC Tier 2 


High power density 


e 
SN ss ° 
e 
VES90 SERIES 90 WATT SINGLE RoHS, oom: ve © Single outputs from 12V to 24V 
OUTPUTACIDC POWER SUPPLIES @B @) SEB te  ] ( » Bs <0.15W standby power 
© Eneray efficiency Level VI © China compulsory certification (CCC) qualified 
gy y © Operating temperature: 0°C to 60°C 


© European CoC tier 2 XP Power 
@ High power density 
© Single outputs from 12V to 48V 
@ <0.15W standby power 
© China Compulsory Certification (CCC) qualified TUV Rheinland 
© 0°C to 60°C operation Ay 
J Input Voltage: 90V to 264VAC 
© Input Frequency: 47 to 63Hz 


Ripple & Noise: 2% (12V Output), 1% (19V and 24V Output) pk-pk @ 20MHz bandwidth, 
measured with 20MHz bandwidth and 10pF electrolytic in parallel with 
0.1yF ceramic capacitor. 


Efficiency: Up to 89% 

Operating Temperature: 0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C 
EMC: EN55022 Class B conducted and radiated 

Safety Approvals: EN60950-1, IEC60950-1, UL/cUL60950-1, CCC 


Input Voltage: 90V to 264VAC 
Input Frequency: 47 to 63Hz 


Ripple & Noise: 2% (12V, 19V and 24V Outputs), 1% (48V Output) pk-pk @ 20MHz 
bandwidth and 22uF electrolytic in parallel with 0.1yF ceramic capacitator 


Efficiency: Up to 89% 
Operating Temperature: 0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C 


> CONTINUED > > CONTINUED > 
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VES120 SERIES, 120 WATT SINGLE OUTPUT POWER SUPPLIES (CONT.) 


POWER SUPPLIES 
EXTERNAL POWER SUPPLIES 


WSU AND WSX SERIES, SINGLE OUTPUT AC/DC POWER SUPPLIES (CONT.) 


Output Output Price Each 
Mfg, Part No. Power 1 Stock No. 4-44 
Pri 100 V to 240 V - Barrel Plug Center Negative 2.4mm x 5.5mm x 11mm - US 
Output Output rice Each 
Mfg. Part No. Power 1 Stock No. qeaE @ WSU050-1500-R13 7.5W 5V,1.5A 05AC7646 9.27 
90 V to 264 V - 4 Way Mini DIN - Mains Plug Sold Separately © WSU075-1000-R13 7.5W 7T5V,1A OSAC7662 9.27 
© VES120PS12 TOW T2V,10A 984020 eae @ WSU135-0620-R13 8.37W 13.5 V, 620 mA 05AC7688 9.27 
@ VES120PS19 T20W 19 V,632A 98Y4021 RAS @ WSU150-0560-R13 8.4W 15 V, 560 mA 05AC7698 7.84 
© VES120PS24 OW 24V.5A 9BY4022 aoe @ WSU045-2000-R13 ow 4.5V,2A 05AC7642 10.59 
PIM 5646148 @ WSU135-0880-R13 11.88W 13.5 V, 880 mA 05AC7690 10.59 
= @ WSU180-0660-R13 11.88W 18 V, 660 mA 05AC7710 11.29 
eee WSU045-3000-R13 13.5W 45V,3A 05AC7644 16.47 
AMEDOSERESTEOWATISNGLE § @&@ Ge Py samme ere se 
© Energy efficiency Level VI @ WSU075-2400-R13 18W 7T5V,24A 05AC7666 15.84 
gy y 
@ <0.21W standby power @ WSU150-1200-R13 18W 15V,1.2A 05AC7702 13.41 
© 0°C to 60°C operation @ WSU180-1000-R13 18W 18V,1A 05AC7712 15.84 
cre ee ies © WSU240-0750-R13 Tew 24 V, 750 mA 05AC7720 14.23 
© 3 year warranty @ WSU050-4000-R13 20w 5V,4A 05AC7652 19.96 
@ WSU090-2500-R13 22.5W 9V,2.5A 05AC7676 20.73 
@ WSU135-1770-R13 23.895W 13.5V,1.77A 05AC7694 18.66 
@ WSU060-4000-R13 24W 6V,4A 05AC7660 19.96 
@ WSU075-3200-R13 24W T5V,3.2A 05AC7668 16.97 
@ WSU090-3500-R13 31.5W 9V,3.5A 05AC7677 31.45 
@ WSU150-2400-R13 36W 15V,24A 05AC7706 30.22 
sepes oleae: enV tozeHAC 100 V to 240 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 14mm - AU, EU, NZ, UK, US 
sneut EeeaUpee OSE @ WSX050-4000-13 20W 5V,4A 05AC7727 22.90 
Ripple & Noise: 1% pk-pk @ 20MHz bandwidth and 10uF electrolytic in parallel with 0.1 uF u - 
ceramic capacitator @ WSX090-2500-13 22.5W 9V,2.5A 05AC7733 22.09 
Efficiency: Up to 94% @ WSX135-1770-13 23.895W 13.5 V,1.77A 05AC7737 22.09 
Operating Temperature: 0°C to 60°C, derate from 100% load at 40°C to 50% load at 60°C @ WSX180-1330-13 23.94W 18 V, 1.33A 05AC7741 22.09 
EMC: EN55022 Class B conducted and radiated @ WSX060-4000-13 24W 6V,4A 05AC7729 12.40 
Safety Approvals: EN60950-1, IEC60950-1, UL/cUL60950-1 @ WSX075-3200-13 24w T5V,3.2A 05AC7731 22.09 
Dimensions: 7.76 x 3.46 x 1.73" @ WSX120-2000-13 24w 12V,2A 05AC7735 22.09 
Cable Length: PS12: 37.4" @ WSX150-1600-13 24 15V,1.6A 05AC7739 24.58 
PS19/24: 59.1 @ WSX240-1000-13 24W 24V,1A 05AC7743 12.40 
Output Output Price Each 100 V to 240 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 11mm - US 
Mfg. Part No. Power 1 Stock No. 1-4+ @ WSU045-1500-13 6.75W 45V,1.5A 05AC7641 9.63 
90 V to 264 V - 4 Way Mini DIN - Mains Plug Sold Separately @ WSU135-0620-13 8.37W 13.5 V, 620 mA 05AC7689 4.43 
@ AHE220PS12 180W 12V, 15A 71Y7469 127.46 @ WSU150-0560-13 8.4W 15 V, 560 mA 05AC7699 6.27 
@ AHE220PS12C6 180W 12V,15A 71Y7470 eas @ WSU045-2000-13 ow 45V,2A 05AC7643 7.65 
90 V to 264 V - 6 Pin Mini-Fit - Mains Plug Sold Separately @ WSU135-1330-13 17.955W 13.5 V, 1.33A 05AC7693 16.47 
@ AHEZ20PS19 220W 19V, 11.57 TAY7471 127.47 @ WSU135-1770-13 23.895W 13.5V,1.77A 05AC7695 19.96 
@ AHE220PS24 220W 24 V, 9.16. A TAY7472 = @ WSU180-1330-13 23.94W 18 V, 133A 05AC7715 18.66 
PIM_5486515 


WSU AND WSX SERIES, SINGLE OUTPUT AC/DC TO R 
POWER SUPPLIES 


AD 


44 


ay 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
100 V to 240 V - Barrel Plug Center Negative 2.4mm x 5.5mm x 11mm - AU, EU, NZ, UK, US 
@ WSX050-4000-R13 20W 5V,4A 05AC7726 25.59 
@ WSX090-2500-R13 22.5W 9V,25A 05AC7732 24.58 
@ WSX135-1770-R13 23.895W 13.5V,1.77A 05AC7736 23.41 
@ WSX180-1330-R13 23.94W 18 V,1.33A 05AC7740 24.58 
@ WSX060-4000-R13 24W 6V,4A 05AC7728 25.59 
@ WSX075-3200-R13 24W T5V,3.2A 05AC7730 23.41 
@ WSX120-2000-R13 24W 12V,2A 05AC7734 24.58 
@ WSX150-1600-R13 24W 15V,1.6A 05AC7738 22.09 
@ WSX240-1000-R13 24W 24V,1A 05AC7742 22.09 
> CONTINUED > 
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WAU SERIES, SINGLE OUTPUT AC/AC POWER 
SUPPLIES 


TR 


AD 


Output Output Output Price Each 

Mfg. Part No. Power Voltage Current Stock No. 1-4+ 
120 V - 2.4mm x 5.5mm Barrel Plug - US 
@ WAU090-1200 10.8W ov 1.2A 05AC7631 20.39 
@ WAU060-2000 12W 6V 2A 05AC7629 28.87 
@ WAU120-1000 12W 12V 1A 897601 14.59 
@ WAU160-750 12W 16V 750mA 05AC7634 29.36 
@ WAU200-600 12W 20V 600mA 05AC7636 27.89 
@ WAU240-500 12W 24V 500mA 05AC7638 28.01 


120 V- US 


@ WAU090-1200-SG 10.8W 9V 1.2A 05AC7632 19.57 
@ WAU060-2000-SG 12W 6V 2A 05AC7630 29.73 
@ WAU120-1000-SG 12W 12V 1A 05AC7633 14.02 
@ WAU160-750-SG 12W 16V 750mA 05AC7635 26.87 
@ WAU200-600-SG 12W 20V 600mA 05AC7637 27.18 
@ WAU240-500-SG 12W 24V 500mA 05AC7639 22.63 
PIM_5684274 
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EXTERNAL POWER SUPPLIES 


WSX SERIES 24 WATT SINGLE OUTPUT AC/DC aa Fe Al) WSU SERIES EXTERNAL SWITCHMODE POWER SUPPLIES (CONT.) 


POWER SUPPLIES DIMENSIONS 1 Fig. 2 Fig. 3 Fig. 4 
Lf io HxWxD (mm) 60 x 39 x 31 71x 43 x 30 77x 48x 31 84 x 53 x 31 
no Output Output Price Each 
Mfg. Part No. Power 4 Stock No. 1-4+ 
100 V to 240 V - Barrel Plug Center Negative 2.4mm x 5.5mm x 11mm - US 
@ WSU045-1500-R13 6.75W 45V,1.5A 05AC7640 8.38 
@ WSU090-0800-R13 7.2W 9 V, 800 mA 05AC7670 8.35 
Seiaiiaissnaedauentaaia aus @ WSU060-1250-R13 7.5W 6V, 1.25A 05AC7654 7.84 
; sine ae a le input plugs @ Level iciency @ WSU180-0450-R13 8.1W 18 V, 450 mA 05AC7708 7.84 
Triad has expanded its popular WS Series to include power supplies with interchangeable input plugs. The new @ WSU120-0700-R13 8.4W 12 V, 700 mA 05AC7679 8.38 
WSxX series incorporates the same reliable design, construction and manufacturing as our existing WSU series. @ WSU050-2000-R13 10W 5V,2A 05AC7648 9.54 
Currently available in a 24W package, the family can be sold as an international alternative to our WSU parts. @ WSU075-1500-R13 11.25W 75V,15A 05AC7664 10.59 
Input Voltage: 90V to 264VAC @ WSU090-1300-R13 11.7W 9V,1.3A 05AC7672 10.23 
Input Frequency: 50-60Hz @ WSU060-2000-R13 12W 6V,2A 05AC7656 9.54 
Ripple & Noise: OV & 12V Outputs: 150mV pk-pk @ 20MHz bandwidth and 10uF @ WSU120-1000-R13 12W 12V,1A 05AC7681 40.59 
electrolytic in parallel with 0.1p1F ceramic capacitator 
13.5V, 15V, 18V & 24V Outputs: 200mV pk-pk @ 20MHz bandwidth and @ WSU150-0800-R13 12W 15 V, 800 mA 05AC7700 7.65 
10uF electrolytic in parallel with 0.1F ceramic capacitator @ WSU240-0500-R13 12W 24 V, 500 mA 05AC7718 9.51 
Efficiency: Up to 89% @ WSU050-3000-R13 15W 5V,3A 05AC7650 14.23 
Operating Temperature: 0°C to 45°C @ WSU135-1330-R13 17.955W 13.5 V, 133A 05AC7692 14.35 
Dimensions: Body Only: H=1.4, W=1.9, D=3” @ WSU090-2000-R13 18W 9V,2A 05AC7674 14.23 
Cable Length: 6 ft @ WSU120-1500-R13 18W 12V,1.5A 05AC7682 14.35 
Output Output Price Each @ WSU180-1330-R13 23.94W 18 V, 1.33A 05AC7714 18.66 
Mfg. Part No. Power 1 Stock No. 1+ @ WSU120-2000-R13 24W 12V,2A 05AC7684 18.14 
90 V to 264 V - Barrel Plug Center Negative 2.4mm x 5.5mm x 11mm - AU, EU, NZ, UK, US @ WSU150-1600-R13 24W 15V,1.6A 05AC7704 16.97 
@ WSX050-4000-R 20W 5V,4A 92Y4374 21.79 @ WSU240-1000-R13 24W 24V,1A 05AC7722 18.23 
@ WSX090-2500-R 22.5W 9V,25A 92Y4379 22.19 @ WSU135-2660-R13 35.91W 13.5 V, 2.66 A 05AC7696 re AIS} 
@ WSX060-4000-R 23.6W 5.9V,4A 92Y4376 21.79 @ WSU120-3000-R13 36W 12V,3A 05AC7686 28.73 
@ WSX135-1770-R 23.9W 13.5V,1.77A 92Y4381 22.19 @ WSU180-2000-R13 36W 18V,2A 05AC7716 28.73 
@ WSX180-1330-R 23.9W 18 V, 1.33A 92Y4383 22.19 @ WSU240-1500-R13 36W 24V, 1.5A 05AC7724 28.73 
@ WSX075-3200-R 24W 7.5V,3.2A 9274378 21.79 100 V to 240 V - Barrel Plug Center Negative 2.1mm x 5.5mm x 11mm - US - Fig. 1, 
@ WSX120-2000-R 2aW 12V,2A 9274380 17.57 Dimensions (HxWxD): 60 x 39 x 31mm 
@ WSX150-1600-R 24 15V,16A 92¥4382 22.19 @ WSU045-1500-R 6.75W aca Ganees 9.54 
@ WSX240-1000-R 24 24V,1A 9274384 17.57 @ WSU090-0800-R —_ Ses CEE 8.64 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 11mm - AU, EU, NZ, UK, US @ WSU050-1500-R 7.5W SV, 1.58 8374301 9.20 
@ WSX050-4000 20W 5V,4A 9274373 21.79 @ WSU060-1250-R 7.5W 6V, 1.25A 8374309 9.52 
@ WSX060-4000 23.6W 59V,4A 92¥4375 21.79 2 WSU075-1000-R_ | SW TSN ATA | 8874317 | 912 
@ WSX075-3200 24W 75V,3.2A 9274377 21.79 @ WSU180-0450-R 8.1W 18 V, 450 mA 8374367 8.64 
90 V to 264 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 11mm - AU, EU, UK, US © WSU135-0620-R 8.37W 13.5 V, 620 mA SOTa287 8.88 
@ WSx090-2500 22.5W 9V,25A 85Y2817 22.19 @ WSU120-0700-R 8.4W 12 V, 700 mA 8374337 8.81 
@ WSX135-1770 23,9W 13.5V, 177A 85Y2819 22.19 @ WSU150-0560-R 8.4W 15 V, 560 mA 8374357 8.64 
@ WSX120-2000 DAW 12V,2A 852818 22.19 100 V to 240 V - Barrel Plug Center Negative 2.1mm x 5.5mm x 11mm - US - Fig. 2, 
@ WSX150-1600 24W 15V,1.6A 85Y2820 22.19 Dimenslane (0x8): as xin 
@ WSX180-1330 24W 18V, 1.33A 852821 22.19 @wsu0ae2000-R | OW AS V2A TT 
BiRGE a Tue aeVoE — @ WSU050-2000-R 10W 5V,2A 8374303 11.02 
. @ WSU075-1500-R 11.25W 75V,1.5A 8374319 10.51 
RIM Beets @ WSU090-1300-R 1.7W 9V,13A 8374329 10.51 
@ WSU135-0880-R 11.88W 13.5 V, 880 mA 8374349 10.73 
WSU SERIES EXTERNAL SWITCHMODE POWER TT Fe ALD @ WSU180-0660-R 11.88W 18 V, 660 mA 8374369 10.51 
SUPPLIES © WSU060-2000-R 12W 6V,2A 8374311 10.59 
g Gop tinpiat @ WSU120-1000-R 12W 12V,1A 8374339 11.63 
t) Available @ WSU150-0800-R 12W 15 V, 800 mA 8374359 10.73 
: vo @) @ WSU240-0500-R 12W 24 V, 500 mA 8314377 10.51 
y 100 V to 240 V - Barrel Plug Center Negative 2.4mm x 5.5mm x 11mm - US - Fig. 3, 
Dimensions (HxWxD): 77 x 48 x 31mm 
@ WSU045-3000-R 13.5W 45V,3A 8374299 13.24 
@ WSU050-3000-R 15W 5V,3A 8374305 15.22 
@ WSU135-1330-R 17.955W 13.5 V, 1.33 A 8374351 15.08 
@ WSU060-3000-R 18W 6V,3A 8374313 14.83 
Fig. 1 Fig. 2 @ WSU075-2400-R 18W T5V,2.4A 8374321 14.25 
i @ WSU090-2000-R 18W 9V,2A 8374331 14.80 
@ WSU120-1500-R 18W 12V, 1.5A 8374341 14.80 
@ WSU150-1200-R 18W 15V,1.2A 8374361 15.08 
@ WSU180-1000-R 18W 18V,1A 8374371 14.25 
@ WSU240-0750-R 18W 24 V, 750 mA 8374379 14.80 
@ WSU050-4000-R 20W 5V,4A 8374307 19.02 
@ WSU090-2500-R 22.5W 9V,2.5A 8374333 18.71 
@ WSU135-1770-R 23.895W 13.5 V,1.77A 8374353 18.66 
Fig. 3 Fig. 4 @ WSU180-1330-R 23.94W 18V, 133A 8374373 18.00 
Features © Input: 100-240VAC, 50/60Hz, NEMA 1-15P © WSU060-4000-R Cll VGA 8378919 19.74 
: ne mnie’ required e Out * foot cord with standard barrel type @ WSU075-3200-R 24W 7.5 V,3.2A 8374323 19.02 
7 Overtags and short circuit protection e nal Isolation (Input to Output): 4KVDC for = nis niee — - “ ——— con 
@ EISA 2007 and CEC compliant © Operating Temperature: 0°C to 40°C @ Max. Load @ WSU240-1000-R 24W 24V,1A 8374381 18.71 
@ Five-year manufacturer's warranty © Storage Temperature: -20°C to 60°C 
Specifications @ Humidity: 5% to 95%, Non-condensing 
@ Power Range: 6.75-36W. 
> CONTINUED > > CONTINUED > 
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WSU SERIES EXTERNAL SWITCHMODE POWER SUPPLIES (CONT.) 


POWER SUPPLIES 


EXTERNAL POWER SUPPLIES 


WSU SERIES EXTERNAL SWITCHMODE POWER SUPPLIES (CONT.) 


Output Output [Price Each Output Output Price Each 

Mfg. Part No. Power 1 Stock No. 1-4+ Mfg. Part No. Power 1 Stock No. 1-4+ 
100 V to 240 V - Barrel Plug Center Negative 2.4mm x 5.5mm x 11mm - US - Fig. 4, 100 V to 240 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 11mm - US - Fig. 3, Dimensions 
Dimensions (HxWxD): 84 x 53 x 31mm (HxWxD): 77 x 48 x 31mm 
@ WSU090-3500-R 31.5W 9V,3.5A 8374335 27.14 @ WSU135-1330 17.955W 13.5 V, 1.33A 8374350 15.22 
@ WSU135-2660-R 35.91W 13.5 V, 2.66A 8374355 28.74 @ WSU060-3000 18W 6V,3A 8374312 16.21 
@ WSU120-3000-R 36w 12V,3A 8374345 29.00 @ WSU075-2400 18W 75V,24A 8374320 14.80 
@ WSU150-2400-R 36w 15V,24A 8374365 29.92 @ wsu090-2000 18W OV, 2A 8374330 14.80 
@ WSU180-2000-R 36W 18V,2A 8374375 27.14 @ WSU120-1500 18W 12V,15A 8374340 14.80 
@ WSU240-1500-R 36W 24V,1.5A 8374383 27.14 @ WSU150-1200 18W 15V,1.2A 8374360 15.93 
100 V to 240 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 11mm - US @ WSU180-1000 18W 18V,1A 8374370 14.80 
@ WSU090-0800-13 7.2W 9 V, 800 mA 05AC7671 8.14 @ WSU240-0750 18W 24 V, 750 mA 8374378 14.80 
@ WSU050-1500-13 7.5W 5V,15A 05AC7647 7.84 @ WSU050-4000 20W 5V,4A 8374306 13.49 
@ WSU060-1250-13 75W 6V, 1.25A 05AC7655 7.84 @ WSU090-2500 22.5W 9V,2.5A 8374332 18.71 
@ WSU075-1000-13 7.5W 75V,1A 05AC7663 4.43 @ WSU135-1770 23.895W 13.5V, 1.77A 8374352 19.74 
@ WSU180-0450-13 8.1W 18 V, 450 mA 05AC7709 7.84 @ WSU180-1330 23.94W 18 V, 1.33A 8374372 4.05 
@ WSU120-0700-13 8.4w 12 V, 700 mA 05AC7680 8.52 @ WSU060-4000 24w 6V,4A 8374314 19.74 
@ WSU050-2000-13 10W 5V,2A 05AC7649 10.19 @ wsu075-3200 24w 75V,3.2A 8374322 18.71 
@ WSU075-1500-13 11.25W 75V,1.5A 05AC7665 9.54 @ WSU120-2000 24w 12V,2A 8374342 18.71 
@ WSU090-1300-13 11.7W 9V,1.3A 05AC7673 10.14 @ WSU150-1600 24W 15V,1.6A 8374362 19.05 
@ WSU135-0880-13 11.88W 13.5 V, 880 mA 05AC7691 9.54 @ wsU240-1000 24w 24V, 1A 8374380 18.71 
@ WSU180-0660-13 11.88W 18 V, 660 mA 05AC7711 9.54 100 V to 240 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 11mm - US - Fig. 4, Dimensions 
@ WSU060-2000-13 12W 6V,2A 05AC7657 9.54 (HxWxD): 84 x 53 x 31mm 
@ WSU120-1000-13 42W 12V,1A 06AC0366 9.54 @ WSU090-3500 31.5W 9V,3.5A 8374334 29.92 
@ WSU150-0800-13 12W 15 V, 800 mA 05AC7701 9.54 @ WSU135-2660 35.91W 13.5 V, 2.66 8374354 33.56 
@ WSU240-0500-13 12W 24 V, 500 mA 05AC7719 11.07 @ WSU120-3000 36W 12V, 3A 8374344 34.49 
@ WSU045-3000-13 43.5W 4.5V,3A 05AC7645 14.23 @ WSU150-2400 36W 15V,24A 8374364 27.14 
@ WSU050-3000-13 15W 5V,3A 05AC7651 14.83 @ WSU180-2000 36w 18V,2A 8374374 27.14 
@ WSU060-3000-13 18W 6V,3A 05AC7659 13.41 @ WSU240-1500 36W 24 V, 1.5A 8374382 27.22 
@ WSU075-2400-13 18W 75V,24A 05AC7667 13.41 PIM_201250 
@ WSU090-2000-13 18W 9V,2A 05AC7675 14.23 
@ WSU120-1500-13 18W 12V, 1.58 0SAC7683 14.35 DT62/80D SERIES 40-80 WATT SINGLE OUTPUT TDKLambda 
@ WSU150-1200-13 18W 15V,1.2A 05AC7703 13.41 AC/DC POWER SUPPLIES 
@ WSU180-1000-13 18W 18V,1A 05AC7713 14.23 © Meet efficiency Level VI requirements 
© WSU240-0750-13 Tew 24 V, 750 mA 05AC7721 14.29 “a ee 
@ WSU050-4000-13 20W 5V,4A 05AC7653 16.97 © Power factor correction (DT80) 
@ WSU090-2500-13 22.5W 9V,2.5A 06AC0365 16.97 © LED ON indicator (Blue) 
@ WSU060-4000-13 24W 6V,4A 05AC7661 16.97 
@ WSU075-3200-13 24W 75V,3.2A 05AC7669 16.97 
@ WSU120-2000-13 24W 12V,2A 05AC7685 18.14 
@ WSU150-1600-13 24W 15V,16A 05AC7705 16.97 Input Voltage: 90V to 264VAC 
@ WSU240-1000-13 24W 24V,1A 05AC7723 18.66 Input Frequency: 47 to 63Hz 
@ WSU090-3500-13 31.5W 9V,3.5A 05AC7678 28.73 Ripple & Noise: 240mV pk-pk @ 20MHz bandwidth 
@ WSU135-2660-13 35.91W 13.5 V, 2.66 A 05AC7697 27.13 Efficiency: Up to 89% 
@ WSU120-3000-13 36W 12V,3A 05AC7687 29.25 Operating Temperature: DT62D: 0°C to 70°C, derating linearly to 50% load above 50°C 
@ WSU150-2400-13 36W 15V,24A 05AC7707 27.13 : DT80D: 0°C to 60°C, derating linearly to 50% load above 40°C 
@ WSU180-2000-13 36W 1BV,2A OSACTT17 5869 ecu pela re Bae a 
@ WSU240-1500-13 36W 24V,1.5A 05AC7725 28.73 EMC: EN55022-B, FCC Class B 
100 V to 240 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 11mm - US - Fig. 1, Dimensions Safety Approvals: UL60950-1, EN609501-1, IEC60950-1, CE Mark 
(HxWxD): 60 x 39 x 31mm Dimensions: H=1.57, W=5.2, D=2.72” 
@ WSU045-1500 6.75W 45V,15A 8374294 8.64 Cable Length: 41" 
@ WSU090-0800 7.2W 9 V, 800 mA 8374326 8.67 
@ WSU050-1500 7.5W 5V,1.5A 8374300 8.64 Output Output Price Each 
@ WSU060-1250 7.5W BV, 1.25A 8374308 8.67 Mfg: PartiNo. Power 1 Stock No. 1-94 
@ WSU075-1000 75W 75V,1A 8314316 9.70 90 V to 264 V - 4 Way Mini DIN - Mains Plug Sold Separately 
@ WSU180-0450 8.1W 18 V, 450 mA 8374366 3.64 DT62PWO80D 40w BV, 5A 4TY977S 58.71 
@ WSU135-0620 8.37W 13.5 V, 620 mA 8374346 6.27 DT62PW120D 85W 12N, SATA 47Y9776 58.71 
@ WSU120-0700 8.4W 12V, 700 mA 8374336 8.64 DT62PW150D SSW 15V, 4.33A ATNSTTT 58.71 
@ WSU150-0560 8.4W 15 V, 560 mA 8314356 8.81 DT62PW190D SSW 19, 343A 47Y9778 58.71 
100 V to 240 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 11mm - US - Fig. 2, Dimensions pl eere oN Ze EIU eiAR IR) poral 
(HxWxD): 71 x 43 x 30mm DT62PW360D 65W 36 V, 1.81A 47Y9780 58.71 
@ wSU045-2000 ow 4.5V,2A 8374296 10.73 DT62PW480D 65W 48 V, 1.36 47Y9781 58.71 
@ WSU050-2000 10W 5V,2A 8374302 11.29 DT80PWO90D r2W 9V, 8A 4TY9782 82.20 
@ wsu075-1500 11.25W 75V,15A 8374318 11.12 DT80PW120D 80W 12. V, 6.67 A 47Y9783 82.20 
@ WSU090-1300 11.7W 9V,1.3A 8374328 10.51 DT80PW150D 80W 15 V, 5.34A 4TY9784 82.20 
@ WSU135-0880 11.88W 13.5 V, 880 mA 8374348 11.12 DT80PW180D 80W 18 V,4.45A 4TY9785 82.20 
@ WSU180-0660 11.88W 18 V, 660 mA 8374368 10.51 DT80PW240D 80W 24 V, 3.34 47Y9786 82.20 
@ WsU060-2000 12W 6V,2A 8374310 11.82 DT80PW280D 80W 28 V, 2.86.A 47Y9787 82.20 
@ WSU120-1000 12W 12V,1A 8374338 11.82 DT80PW480D 80W 48 V, 1.67A 47Y9788 82.20 
@ WSU150-0800 12W 15 V, 800 mA 8374358 10.59 90 V to 264 V - Kycon KPP-4P - Mains Plug Sold Separately 
@ WSU240-0500 12W 24 V, 500 mA 8374376 10.51 DT62PWO50D 40w 5V,8A 41Y9774 58.71 
100 V to 240 V - Barrel Plug Center Positive 2.1mm x 5.5mm x 11mm - US - Fig. 3, Dimensions PIM_5515898 
(HxWxD): 77 x 48 x 31mm 
@ WSU045-3000 13.5W 45V,3A 8374298 14.80 
@ WSU050-3000 15W 5V,3A 8374304 16.93 
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POWER SUPPLIES 
EXTERNAL POWER SUPPLIES 


DT100/150-C & DT100/150-D SERIES 100W TO 150W J 
AC/DC EXTERNAL POWER SUPPLIES TDK-Lambda 
SeBiorpian 


@ Wide range AC input 

© Power factor correction 

© Low profile & lightweight 
© 87% avg. active efficiency 


Input Voltage: 90V to 264VAC 


Input Frequency: 47 to 63Hz 
Operating Temperature: DT100/150-C: 0°C to 60°C, derate linearly 2.5% per °C 
from 41°C to 60°C, -20°C startup 
DT100/150-C: -20°C to 60°C, derate linearly 50% load from 40°C. 
to 60°C 


EN55022 Class B conducted and radiated 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


DTM65-C8 SERIES 160-165 WATT SINGLE OUTPUT MEDICAL POWER 
SUPPLIES (CONT.) 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-9+ 
90 V to 264 V - 4 Way Mini DIN - Mains Plug Sold Separately 
DTM65PW280C8 65W 28 V, 2.32A 74Y6071 86.40 
DTM65PW480C8 65W 48 V, 135A 74Y6072 86.40 
PIM_5486129 


DTM300-D SERIES, 300 WATT SINGLE OUTPUT 
AC/DC POWER = 
SUPPLIES = 


TDK-Lambda 


‘ety Approvals: CSA60950-1, EN69501-1, IEC60950-1, UL60950-1 
Dimensions: 3.35 x 6.7 x 1.73” 
Cable Length: 41.3" 
Output Output inrice|Eschy © Meets DOE Level VI efficiency © <0.5W off-load power draw 
Mfg. Part No. Power 1 Stock No. 1-9+ © Medical & ITE certifications © Meets IEC60601-1-2 Ed4; 2014 
90 V to 264 V - 4 Way Mini DIN - IEC 60320 C14 - DOE level VI and EU tier 2 Efficiency Levels © Class | & Il inputs ® Suitable for B & BF Rated Equipmen 
T/00PWw1200 Tow TV, 834A rovsaed | 94.16 
DT100PW160D 100W 16 V, 6.25A 70Y5435 94.16 Input Frequency: 47 to 63Hz 
DT100PW190D 100W 19 V,5.27A 70Y5436 94.16 Ripple & Noise: 12V Model: 240m\; All Others: 300mV pk-pk @ 20MHz bandwidth 
DT100PW240D 100W 24V, 4.17A 70Y5437 94.16 Efficiency: Up to 88% 
DT100PW360D 100W 36 V, 2.78A 70Y5438 94.16 Operating Temperature: -30°C to 60°C ToVcmne irae tel phy 60°C, derate 
DITOR We) {OW ABN, 208A TOYS? easi6 Isolation: Class |: Input to Ground 1.5kVAC, Input to Output 4kVAC (2xMoPP), Output 
DT150PW120D 140W 12V, 11.67A 70Y5440 109.67 to Ground: 1.5kVAC 
DT150PW160D 150W 16 V, 9.38A 70Y5441 109.67 Class Il: Input to Output 4kVAC (2xMoPP) 
DT150PW190D 150W 19V,7.9A 70Y5442 109.67 EMC: EN60601-2, IEC60601-1-2 Ed4:2014, EN55011 Class B, EN55022 Class B, 
DT150PW240D 150W 24 V, 6.25 70Y5443 109.67 EN55024 Class B, FCC Part 15 Class B, FCC Part 18 Class B 
DTS0PW360D TS0W 36V, 417A 70Y5444 AGH Safety Approvals: IEC/ES/CSA/EN60601-1, IEC/UL/CSA/EN60950-1, CE Mark 
DT150PW480D 150W 48 V,3.13A 70Y5445 109.67 Dimensions: HEI MERA DESI! 
90 V to 264 V - 4 Way Mini DIN- Mains Plug Sold Separately - CEC, EISA & ErP Stage 2 Cable Length: _ 
Compliant Output Output Price Each 
@ DT100PW120C 100W 12V, 8.34A 25R6249 = Mfg. Part No. Power 1 StockNo. | 4-9" 
@ DT100PW160C 100W 16 V, 6.25A 25R6250 = 90 V to 264 V - 10 Way W-T-B Plug - Mains Plug Sold Separately - Class | 
@ DT100PW190C 100W 19V, 5.27A 25R6251 = DTM300PW120D1 300W 12V,25A 01AC7340 oe 
@ DT100PW240C 100W 24V, 4.17A 25R6252 = DTM300PW190D1 300W 19 V, 15.79A 01AC7342 81.75 
@ DT100PW360C 100W 36 V, 2.78 25R6253 _ DTM300PW240D1 300W 24V,12.5A 01AC7344 S 
@ DT100PW480C 100W 48 V, 2.09A 25R6254 _ DTM300PW280D1 300W 28 V,10.71A 01AC7346 263.55 
@ DT150PW120C 150W 12V, 11.67A 25R6255 _ DTM300PW480D1 300W 48 V, 6.25 01AC7348 263.55 
@ DT150PW190C 150W 19V, 7.9A 25R6257 _ DTM300PW540D1 300W 54 V, 5.56. A 01AC7350 278.05 
@ DT150PW240C 150W 24 V, 6.25A 25R6258 = 90 V to 264 V - 10 Way W-T-B Plug - Mains Plug Sold Separately - Class II 
PIM_155091 DTM300PW120D2 300W 12V,25A 01AC7341 278.05 
DTM300PW190D2 300W 19 V, 15.79 01AC7343 81.75 
DTM65-C8 SERIES 160-165 WATT SINGLE OUTPUT 4 DTM300PW240D2 300Ww 24V, 12.5A 01AC7345 278.05 
MEDICAL POWER SUPPLIES TD K- Lamb da DTM300PW280D2 300W 28 V, 10.71A 01AC7347 278.05 
© Meets DOE Level VI efficiency DTM300PW480D2 300W 48 V,6.25A 01AC7349 278.05 
i ce nt ae 1-11 medical certifications DTM300PW540D2 300W 54 V,5.50A 01AC7351 278.05 
@ <0.21W off-load power draw PIM_5661329 


Input Voltage: 90-264VAC 


Input Frequency: 47-63Hz 
Ripple & Noise: 1% pk-pk 
Isolation: 4000 VAC Input to Output 
1500 VAC Input to Ground 
0°C to 60°C, derate linearly 50% load from 41°C to 60°C 


ANSI/AAMI ES60601-1, EN/IEC60601-1, CSA-C22.2 No.60601 3rd edition 
(2x MOPP) 


EMC: EN55011B, EN60601-1-2 
Dimensions: 2.36 x 4.17 x 1.22" 
Cable Length: 41,3” 


Input/Output Connector: Input: IEC 320-C8 
Output: Kycon KPP-4P or equivalent 


Operating Temp: 


Safety Approvals: 


Output Output Price Each 

Mfg. Part No. Power 1 Stock No. 1-9+ 
90 V to 264 V - 4 Way Mini DIN - Mains Plug Sold Separately 

DTM65PW050C8 40W 5V,8A TAY6066 86.40 
DTM65PW120C8 60W 12V,5A 74Y6067 86.40 
DTM65PW150C8 60W 15V,4A 74Y6068 86.40 
DTM65PW190C8 65W 19V,3.42A 7A4Y6069 86.40 
DTM65PW240C8 65W 24V,2.7A 74Y6070 86.40 
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DTM165-C SERIES 160-165 WATT SINGLE OUTPUT 4 

MEDICAL POWER SUPPLIES TDK-Lambda 
© CEC, ErP and EISA level V compliant models 
© Wide range input: 90V to 264VAC 

© Medical certifications 

© >87% average efficiency 


Input Voltage: 90-264VAC 
Input Frequency: 47-63Hz 
Ripple & Noise: 1% 


Isolation: 4000 VAC Input to Output 
1500 VAC Input to Ground 


Operating Temp: 0°C to 60°C, derate linearly 50% load from 40°C to 60°C 
Safety Approvals: UL60601-1, EN60601-1, IEC60601-1, CE Mark 
EMC: EN55022, level B conducted and radiated 
Dimensions: 3.35 x 6.7 x 1.73" 


Cable Length: 41.3" 
Input/Output Connector: Input: IEC 320-C14 (Accepts IEC 320-C13) 
Output: Kycon KPPx-4P 


> CONTINUED > 
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DTM165-C SERIES 160-165 WATT SINGLE OUTPUT MEDICAL POWER 


POWER SUPPLIES 


EXTERNAL POWER SUPPLIES 


RCOB-A SERIES, DIMMABLE AC/DC LED DRIVER (CONT.) 


SUPPLIES (CONT) Output Output Output Price Each 
Output Output Price Each Mfg. Part No. Power Voltage Current Stock No. 1-4+ 
Mfg. Part No. Power 1 Stock No. 1-9+ 198 V to 264 V, Constant Current 
90 V to 264 V - 4 Way Mini DIN - IEC 60320 C14 @ RCOB-350A 15W 44v 350mA 44Y8966 = 
DTM165PW120C 160W 12 V, 13.333 A 66W2356 206.98 @ RCOB-700A 31W 44v 700mA 448974 — 
DTM165PW150C 160W 15 V, 10.67A 66W2357 206.98 @ RCOB-1050A 46w 44v 1.05 44Y8964 — 
DTM165PW190C 160W 19 V, 8.42A 66W2358 206.98 PIM_5465762 
DTM165PW240C 165W 24 V, 6.88A 66W2359 206.98 
—Dimiespw2soc | 65W | 28, 5.89A | 662360 _|_206.98_ RELV4-16 SERIES, DALI BUS POWER SUPPLY — on 
DTM165PW360C 165W 36 V, 4.58 A 66W2361 206.98 © Universal AC input range: 90V to 264VAC Fe E oO 
DTM165PW480C 165W 48 V,3.44A 41Y9773 206.98 © Suitable for DALI installation 
@ IEC-62386 compliant <= 
PIM_5444495 © Cooling by free air convection os 
© Over current and short circuit x 
DPS50 SERIES SINGLE OUTPUT EXTERNAL APRTESYN ected 
DESKTOP POWER SUPPLIES RM BRDOEE TREHMCEOPIES 
Features: RoHS | 
© Universal AC input omplant i 
@ Fully regulated output | 
® Overload and short circuit protection @) @ ‘N 
© Constant voltage 
@ High efficiency 
@ High MTBF 
e LED power good indicator = 
© Input power <74 watts Output Output Output [Price Each 
© Built in EMI filter (CISPR 22 Class B) Mfg. Part No. Power Voltage Current Stock No. 1-4+ 
© 1EC320 AC receptacle, 3 pin (type C14) © Complies with EN61000-3-2 90 V to 264 V 
. aa pees a and LVD (except for the DPS52 © Medical safety approval models available @ RELV4-16 3.2W 16V 200mA 51¥4029 41.00 
an | - 
PIM_5447729 


SPECIFICATIONS: 
Input range: 
Frequency: 

Inrush current: 

Input current: 
Dimensions: 


90-264 VAC, 127-300 VDC 
47-440 Hz 
<60A @ 230 VAC, cold start @ 25C 
<2.0A rms @ 115 VAC, <1A @ 230 VAC 
1.62 x 2.39 x 5.24"(H x W x D) 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1+ 
90 V to 264 V - Barrel Plug Center Positive 2.5mm x 5.5mm - Mains Plug Sold Separately 


@ DPS53 60W 12V,5A 04M4512 = 
PIM_83890 


RCOB SERIES, CONSTANT CURRENT AC/DC 
LED DRIVER 


@ 230VAC LED power supply 
@ 350mA to 1050mA Output, 25V 


SILVER LINE LINEAR POWER SUPPLIES 


SOLA+HD 
Sear 
ORG 


Screw Terminal Connections Save Installation 
Time 


Screw Terminal Connections Automatic Current Limiting 


Input Voltage: 100/120/220/230/240AC 


Line and Load Regulation Combined 0.1% 


DC Output Adjustable 10% Minimum 


Optional Cover Kits Available for Additional Safety 


e e 
e e 
@ Input Frequency: 47-63Hz © Temperature Range: 0°C to +50°C 
e e 
e e 


Ripple 3.0mV Maximum Peak-to-Peak 2-Year Warranty 
Silver Line Linears now available up to 288 watts. Feature industry standard footprints with the added 
convenience of screw terminal for AC input and DC outputs. Used in process control circuits, instrumentation, 


; area ectnsanrecton’ drives, CNC machinery and microprocessor circuits. Built-in over voltage protection, ‘ which provides both 
30.95 . transient and power supply malfunction protection, is standard on 5 volt models and optional for other models 
© Designed to drive 15W to 46W (order separately below). Covers sold separately; go online or call. When covers are used, derate the power 
COB LEDs supply by 15% of its rated value. 
@ Terminal block input/output with Output | Output Output Output Price Each 
cable clamps Mfg. Part No. Power 1 2 3 Stock No. 1-44 
e om protected (OLP, SCP, OCP, 100 V to 240V 
© Suitable for Class | and Class II @ SLT12-20404-12T 10W 5V,2A | 15V,400mA | 12V,400mA | 93K6609 179.63 
luminaires @ SLD12-1010-12T 12W 12V,1A -12V,1A 93K6590 159.50 
Output Output | Output Price Each @ SLS-05-030-1T 15W 5V,3A 335 te 48F3005 133.86 
Mfg. Part No. Power Voltage Current Stock No. 1-4+ @ SLT12-31010-12T | 15W 5V,3A 12V,1A 12V,1A | 93K6610 | 236.61 
198 V to 264 V, Constant Current @ SLD-12-3015-05T 18W 5V,3A 12V,1.5A 93K6588 196.40 
@ RCOB-350 15W 44v 350mA 448965 oe @ SLS-12-017T 22.5W | 12V,1.7A iis 93K6597 126.16 
@ RCOB-500 22W 44V 500mA 44Y8969 —- @ SLD12-1818-12T 22.5W | 15V,1.5A] -15V,1.5A 93K6591 222.82 
@ RCOB-700 31W 44v 700mA 44Y8973 —_ @ SLS-24-012 28.8W | 24V,1.2A 93K6603 132.54 
@ RCOB-1050 46w 44v 1.05A 448963 —_ @ SLS-05-060-1T 30W 5V,6A = ta 93K6594 195.55 
PIM_5465761 @ SLT12-61818-12T 30W 5V,6A 12V,1.8A -12V,1.8A | 93K6612 303.30 
@ SLS-12-034 40.8W | 12V,3.4A i 93K6598 161.31 
RCOB-A SERIES, DIMMABLE AC/DC LEDDRVR- ———_———_—_—_——_"= @ SLD12-6034-05T_ | 408W | 5V,6A | 12V,34A 93K6592 | 306.93 
 230VAC LED Power Supply Fe E. oO @ SLD-12-3434-12T | 40.8W | 12V,34A] -12V,3.4A 93K6589 305.42 
: aa eeu oasis ae @ SLD15-3030-15T | 45W | 15V,3A | -15V,3A 93K6593 | 316.50 
© Designed to drive 15W to 46W @ SLS-24-024 57.6W | 24V,24A 93K6604 187.33 
COBLEDs ; @ SLS-12-051 61.2W | 12V,5.1A 93K6599 268.25 
BPA cei ol ace @ SLS-15-045 67.5W | 15V,45A 93K6601 | 259.76 
© Fully pciseted (OLP, SCP, OCP, @ SLS-12-068 81.6W | 12V,6.8A 93K6600 294.44 
OTP) @ SLS-24-036 86.4W | 24V,3.6A 93K6605 262.66 
) hla Class | and Class II @ SLS-15-060 90W 15V,6A 93K6602 273.52 
@ SLS-24-048 115.2W | 24V,4.8A 93K6606 356.69 
@ SLS-24-072 172.8W | 24V,7.2A 93K6607 341.85 
@ SLO-12-000-TB 272W 34V, 8A 93K6614 26.96 
@ SL012-000-1 272W | 34V,8A 93K6616 15.97 
@ SLS-24-120 288W | 24V,12A 93K6608 474.84 
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POWER SUPPLIES 

LINEAR POWER SUPPLIES 
SILVER LINE LINEAR POWER SUPPLIES (CONT.) 

Price Each 
Mfg. Part No. Description StockNo. | 1-4-4+ 

@ SLCASA-CVR Cover Kit, SLS-05-030-1T, 12-017T, 24-012T 48F3021 62.38 
@ SLCASB-CVR Cover Kit, SLS-05-060-1T, 12-034T, 24-024T 48F3022 58.80 
@ SLCASC-CVR Cover Kit, SLS-05-090-1T, 12-051T, 15-045T, 24-036T 48F3023 47.73 
@ SLCASI-CVR Cover Kit, SLS-05-120-1T, 12-068T, 15-060T, 24-048T 48F3026 59.42 
PIM_3105 


POWERVERTER ULTRA-COMPACT DC/AC oH 
INVERTERS 


(oHS 
Compliant 
Available 


TRIPP-LITE 


POWER PROTECTION 


PV700HE PV3000GFCI 
PV1800GFCI 
© Ideal for powering laptops, small appliances, tools © © Low battery-voltage alarms/shutdowns 
and mobile office equipment © DC overload protection 
@ Rugged all metal housings 
Mfg. part nos. PV150 and PV375 include a cigarette lighter plug. Remaining models are user supplied cable 
installation. Mfg. part no. PV3000GFCI is OSHA compliant. 
Output Input Output Price Each 
Mfg. Part No. Outputs Power Voltage Voltage Stock No. 1+ 
@ PV150 1 150W 12V 120V 8109215 65.76 
@ PVINT375 1 375W 12V 230V 92H1871 94.90 
@ PV375 2 375W 12V 120V 70H8575 82.66 
@ PV700HF 3 700W 12V 120V 52M2280 160.05 
@ PV1000HF 4 1kW 12V 120V 27€4803 393.51 
@ PV1800HF 4 1.8kW 12V 120V 27C4809 542.65 
@ PV3000HF 4 3kW 12V 120V 65H7563 751.82 
GFCl Outlets, Heavy Duty Applications 
@ PV1800GFCI 2 1.8kW 12V 120V 80R2149 601.97 
@ PV3000GFCI 4 3kW 12V 120V 74P0134 1163.23 
PIM_51186 


POWERVERTER® PLUS HIGH-PERFORMANCE 
INVERTERS 


@ High-efficiency operation conserves batteries for longer run times 
@ Frequency control for operating stability 
© Converts DC battery power to 120V, 60Hz AC 
power 
@ Automatic overload protection 
© Clean, quiet operation 
These PowerVerter® industrial-strength inverters 
are ideal for heavy-duty applications such as power 
tools, pumps, fans, desktop computer systems, 
portable electronics and battery chargers. Maintain 
up to 200% of their rated output for short durations, 
providing adequate power to start large AC motors 
and handle heavy inductive loads. Two NEMA- 
tated AC outlets. Diagnostic LEDs offer continuous status on load level and battery charge. Easy connection 


TRIPP-LITE 


POWER PROTECTION 


RoHS 
Compliant 
Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


APS INVERTERS WITH INTEGRATED BATTERY CHARGER AND 
AUTOMATIC SWITCHOVER (CONT.) 


and same LED meters and power switch as the front panels of the compatible models. 
Output Input Output Price Each 
Mfg. Part No. Outputs Power Voltage Voltage Stock No. 1+ 
@ APS750 2 750W 12V 120V 97F9171 676.84 
@ APS1250 2 1.25kW 12V 120V 97F9172 897.35 
@ APSX1250 2 1.25kW 12V 230V 52K3979 890.46 
@ APS2012 1 2kW 12V 120V 95B4197 1304.14 
@ APSINT2012 1 2kW 12V 230V 89C2077 1107.72 
@ APS2424 1 2.4kW 24V 120V 95B4198 1455.19 
@ APSINT2424 1 2.4kW 24V 230V 25H8751 1393.13 
@ APS2448UL 1 2.4kW 48V 120V 73J5324 1495.58 
@ APS3636VR 1 3.6kW 36V 120V 9401037 1855.18 
@ APS INT3636VR 1 3.6kW 36V 230V 53M0509 1915.38 
New Pure Wave Sine Wave Inverter/Chargers 
@ APS1012SW 1 1kW 12V 120V 8275488 620.75 
@ APSX1012SW 1 1kW 12V 230V 8275486 1135.42 
@ APS2012SW 1 2kW 12V 120V 8275489 858.64 
@ APSX2012SW 1 2kW 12V 230V 8275487 1246.64 
Price Each 
Mfg. Part No. Description Stock No. [1+ 
@ APSRM4 Module, Remote Control 11J7830 200.27 
@ APSRMSW Module, Remote Control, Pure Sine Wave 8275485 149.79 
PIM_50915 


PROSINE™ INVERTERS AND INVERTER/CHARGER 


PROsine™ inverters deliver true sine wave AC 

output: a clean, reliable electric power, often better 

than grid power supplied by local electric companies. e 
Feature automatic overload, short circuit, over 
temperature, reverse polarity fuses and AC backfeed AN | 

and over/under voltage protection. PROsine 1000s Ml nl “A 
and 1800s dimensions: 4.5H x 11.0W x 15.4”D. 

Approvals: CSA NRTL/C (120V models), UL458, 

UL1741 CSA 107.1, designed to meet KKK-A- 


xantrex 


1822D. 
Output | Input | Output Price Each 
Mfg. Part No. Outputs | Power | Voltage | Voltage | Stock No. 1-9+ 
GFCI Outlet 
PROSINE 1000 WITH GFCI AC OUT 2 1kW 16V 120V | 83F6846 = 
PROSINE 1800 WITH GFCI AC OUT 1.8kW | 16V 120V | 83F6849 = 


PIM_30872 
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EMBEDDED TECHNOLOGIES 
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CE 


NFS110 SERIES 110W SINGLE AND QUAD OUTPUT 
AC/DC POWER SUPPLIES 


© Single and multi output 

7.0 x 4.25 x 1.8” package 

110W with 20CFM 

Adjustable outputs 

EN55022, EN55011 conducted 
emissions level B 

@ Two-year manufacturer's warranty 


NFS110 series is a 110 W universal 


and mounting with user-supplied cable and hardware. Color: black. Instruction manual included. One-year input AC-DC power supply on a 7 x 
manufacturer's warranty. 4.25" card. NFS110 series is highly 
Output Input Output Price Each reliable and versatile product for a wide 
Mfg. Part No. Outputs Power Voltage Voltage Stock No. 1+ range of communication and industrial 
= 2 T25KW TV 120V 45K1362 applications, with a very high peak wre ; 
@ PVI250FC : 547.87 current capability on each output for drive and motor applications. The NFS110 provides 80W of output power 
@ PV2000FC 2 2kW 12V 120V 17C6603 807.61 with free air convection cooling which can be boosted to 110W with 20 CFM of air. 
@ PV2400FC 2 2.4kW 24V 120V 17C6604 933.90 SPECIFICATIONS: 
PIM_59070 Input Voltage: 85-264VAC (120-370VDC) 


APS INVERTERS WITH INTEGRATED BATTERY 
CHARGER AND AUTOMATIC SWITCHOVER 


TRIPP-LITE 


POWER PROTECTION 


RoHS _ 
Compliant 
Available 


APS2012 


APS1012SW 

Automatically sense and switch AC output between outside power (utility or generator) and battery power when 
no AC power is available. Ideal for use as mobile power systems or stationary UPS/emergency power supplies. 
3-stage battery charger for quicker recharge, plus protection against over-charge and over-discharge to ensure 
a longer service life from batteries. High-efficiency output is frequency-controlled to support sensitive loads. 
REMOTE MODULE. Provides remote control operation for all listed models. Includes RJ-45 plug, 50-foot cord 


> CONTINUED > 


804 


47-440Hz 
+0.1% max. 


3000 VAC Input/output 
1500 VAC Input/chassis 


0°C to +70°C 


Input Frequency: 
Line Regulation: 
Isolation Voltage: 


Operating Temperature: 


Approvals and Standards: VDE0805, EN60950, IEC950, IEC1010, UL1950, CSA C22.2 No. 950 
Output | Output | Output Output Output Price Each 
Mfg. Part No. Power i 2 3 4 Stock No. 1+ 
85 V to 264 V 
@ NFS110-7601PJ | 110W | 5.1 V, 8A] 12V,4.5A]-12 V, 500 mA] -5V,0.5A | 71K8859 120.46 
@ NFS110-7604PJ | 160W |5.1V,8A] 15V,4A | -15V,1.5A | -5V,1.5A | 71K8863 _ 
@ NFS110-7602PJ | 160W |5.1V,8A]24V,3.5A] 12V,4.5A |-12V,0.5A] 71K8861 = 
Price Each 
Mfg. Part No. Description Stock No. | 1-1-4+ 
@ NFS110CJ Cover Ki 71K8871 = 
PIM_179635 
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POWER SUPPLIES 


SWITCHING POWER SUPPLIES 


NFS40 SERIES 40 WATT SINGLE AND TRIPLE APTESYN — SINGLE AND QUAD OUTPUT 110 TO 350W POWER SUPPLIES (CONT.) 
OUTPUT AC/DC POWER Output | Output Output Output Output Price Each 
SUPPLIES Mfg. Part No. | Power 1 2 3 4 Stock No. | 1-4+ 
@ 5.0x 3.0 x 1.2 inch package (1U RoHS | 
applications) Gee simpiat 85 V to 264V 
© Industry standard package Avallable @ LPSi74 WOW | 15V,7.3A iis - 2: 67K0330 | 231.77 
© Overvoltage and short circuit @) @ LPSt75 vow | 24v,45Al a a 67K0331 | 244.65 
BrOLECHON ; @LPQI73 iow | 5V,10A | 12V,6A | -12V,3A | 5V,24A | 24K4621 = 
© 40 W with free air convection 
@ EN55022, EN55011 conducted @LPQ172 110W | 5V,15A |} 12V,6A }-12V,1.5A] 25V,5A | 67K0326 — 
noise level A @ LPQ152 HOW | 5V,15A | 12V,6A ] -12V,2A | -12V,25A] 52F116 _ 
e UL, VDE and CSA safety approvals 85 V to 264 V, Cover 
@ Medical safety approval models 
available @ LPQ172-C 175W | 5V,15A | 12V,6A | -12V,3A | 25V,5A | 60H8172 Ss 
@ Two-year manufacturer's warranty @LPS255-C 250W | 24V,10.4A < = i 92B3730 cae 
NFS40 series 40 watt universal input @ LPQ252-C 250W | 5V,35A | 12V,10A] -12V,6A | 25V,6A | 3808398 = 
AC/DC power supplies include over 5 
voltage and short circuit protection. NFS40 medical series has a lower safety ground leakage and higher @ LPQ253-C 250W | 5V,35A | 15V, 10A| -15V,6A | 25V,6A | 94B1120 359.43 
isolation as required for medical safety approval. @ LPS352-C 350W | 5V,70A i ass es 16F7031 401.15 
Output Output Output Output Price Each @ LPS353-C 350W | 12V,29.2A sss ae i 32M1308 | 504.51 
Mfg. Part No. Power 1 2 3 Stock No. 1-4+ @ LPS354-C 350W | 15V, 23.3A is * a 16F7033 389.57 
85 V to 264 V @ LPS355-C 350W | 24V,14.6A sg i. es 16F7034 | 412.34 
@ NFS40-7612J 40w 12V,3.3A = e 71K8879 = @ LPQ353-C 350W | 5V,50A | 12V,12A] -15V,6A | 24V,6A | 16F7036 ae 
@ NFS40-7624J 40W | 24V,1.6A sis = 71K8881 -— @ LPQ352-C 350W | 5V,50A | 12V,12A| -12V,6A | 24V,6A | 16F7035 = 
@ NFS40-7608J 40w 5.1V,3A 12V,2A -12V, 350 mA | 71K8877 = 85 V to 264 V, Cover with End Mount Fan 
@ NFS40-7610J 40W 5.1V,3A 15V,2A -15 V, 350 mA | 71K8878 as @ LPS255-CEF | 250W | 24V,10.4A ss = " 50B215 = 
@ NFS40-7628J 40W 5.1V,4A | 12V,350 mA -12V,1A 71K8882 = @LPQ352-CEF | 350W | 5V,50A | 12V,12A] -12V,6A | 24V,6A | 17B6334 = 
PIM_110629 85 V to 264 V, Cover with Fan 
so... .=—. . @LPQ142-CF | 145W | 5V,25A | 12V,6A | -12V,1.5A] 25V,4.5A | 67K0322 = 
LPS50 SERIES SINGLE OUTPUT POWER SUPPLIES  JAWPITEES YING = ©1PS255-CF | 250 | 24V, 104A] cs -_ 
. F eg oe eee ee @LPQ252-CF | 250W | 5V,35A | 12V,10A] -12V,6A | 25V,6A | 88F3421 a 
@ Universal input RoHS 
© 2x4" footprint . Geiinpiat @LPQ253-CF | 250W | 5V,35A | 15V,10A] -15V,6A | 25V,6A | 94B0183 = 
© Remote sense ; Avaliable “erpass2-cF | 350W | 5V,50A | 12V,12A| -12V,6A | 24V,6A | 17B6335 = 
® Overload and short circuit protection 5 
@ Adjustable output voltage We 85 V to 264 V, Medical 
© High efficiency @ LPS175-M 175W | 24V,4.5A hs dss as 60H8181 262.15 
@ High MTBF 5 
@ LED power good indicator | Price Each_ 
© Input power <74 watts mene Mfg. Part No. Description Stock No. 1-1-4+ 
° a : EMI filter (CISPR 22 @ LPX-150-C Cover Kit, LP150 67K0332 = 
e ae with EN61000-3-2 @ LPX200 Cover Kit, LPX200 85R8799 12.01 
© UL Class | approved © Medical safety approval models available @ 70-841-009 Mating Connector Kit, LPS150 16C7360 14.32 
SPECIFICATIONS @ 70-841-005 Mating Connector Kit, LPS250 2707690 11.51 
Input range: 90-264 VAC, 127-300 VDC @ 70-841-011 Mating Connector Kit, LPX350 1002595 11.63 
Frequency: 47-440 Hz PIM_70272 
Inrush current: <50A @ 230 VAC, cold start @ 25°C 
Dimensions: 1.29 x 1.72 x 4.00" (H x Wx D) NLP SERIES POWER SUPPLIES Ant =orN 
Output Output | Price Each NLP series power supplies include ROHS nit 
Mfg. Part No. Power 1 Stock No. 1-4+ overvoltage and short-circuit Available 
90 V to 264 V protection, and meet EN55022 and 
EN55011 conducted and radiated @ )@ 
@tpss2 EWS TTA TT 352M1309 | emissions level B. Available in single-, g 
@LPS53 60w 12V,5A 464522 — dual-, and triple-output models. Two- 
e@LPss4 60W 15V,4A 32M1310 = year manufacturer's warranty. All 
models are UL listed, CSA certified, 
@ LPS55 60W 24V,2.5A 48M0678 — VDE approved. 
@ LPS58 60w 48 V, 1.25A 19K4313 ag 
90 V to 264 V, Medical aula Bilal er Gaul Price Each 
utpu jutpu utput utput 
@ LPS52-M SEW pMeITA LOKAS06) a Mfg. PartNo. | Power 1 2 3 | Stock No. | _1-4+ 
Pp: | 7 A 
@ LPSS3-M SOW 12V,5A BSKESOE, = 85 V to 264 V, Dimensions: 5.00 x 3.00 x 1.26" 
olpssem | OW SNA A | 19K4310 | = nPa5-7605) | GW | 5V,10A = a 71K8946 ar 
@ LPS55-M Bow 24V, 254 eak206) a @ NLP65-7612J ew | 12V,54A = 7 71K8951 = 
@ LPSSE-M _ ABV, 1.258 ESE) a @NLP65-7624) | 65W | 24V,27A - 7 71Ke055 | 
PIM_83902 @ NLP65-7629J 65W 5V,7A 12V,2.5A wai 71K8956 = 
@ NLP65-7608J 65W 5V,7.5A 12V,2.5A | -12V, 650 mA | 71K8948 = 
SINGLE AND QUAD OUTPUT 110 TO 350W POWER ARTES YN 85 V to 264 V, Ground Pin and Ground Choke, Dimensions: 5.00 x 3.00 x 1.26" 
SUPPLIES @ NLP65-7608G) | 65W 5V,7.5A | 12V,2.5A | -12V,650mA | 71K8947 = 


@ High Efficiency Osan @ NLP65-7610GJ 65W 5V,7.5A 15V,2.2A | -15V,650mA | 71K8949 — 


© Remote S , 
e Balin EMIEIe Available 85 V to 264 V, Harmonic Correction (EN61000-3-2), Dimensions: 5.00 x 3.00 x 1.26" 
© Low Output Ripple @ NLP65-9605J 65W 5V,10A ah zie 71K8957 _ 
@ Adjustable Output @ NLP65-9612J 65W 12V,5.4A ait i 71K8964 = 
© Overvoltage,Overload and Thermal 

Overload Protection @ NLP65-9912J 65W 12V,5.4A a isi 71K8972 = 
@ -C suffix includes cover @ NLP65-9624J 65W 24V,2.7A aa ae 71K8969 — 
 -CF suffix includes conver with fan @ NLP65-9629 65W 5V.7A 12V,2.5A 71K8970 = 
© -CEF suffix includes end-mount = = - — — 

fan chassis @ NLP65-9620J 65W 5V,7A 24V,2A dis 71K8967 as 
@ -M suffix indicates medical grade @ NLP65-9608J 65W 5V,7.5A 12V,2.5A | -12V,650mA | 71K8960 70.58 


5 @ NLP65-9610J 65W 5V,7.5A | 15V,2.2A | -15V,650mA | 74K8962 = 
Output | Output Output | Output Output Price Each - - = 
Mfg. Part No. | Power 1 2 3 4 Stock No. 1-44 90 V to 264 V, Dimensions: 4.25 x 2.5 x 1.12 
85 V to 264V @ NLP40-7605J 40w 5V,8A a x 71K8936 = 
@ LPQt42 sow | 5V,12A | 12V,5A | -12V,1A | 25V,1.5A | 67K0321 = @ NLP40-7615J 4ow | 15V,26A os 74K8940 _ 
@LPsi72 HOW | 5V,22A Z a S 67K0328 | 231.77 @ NLP40-76244 40W | 24V, 1.68 “ T1K8942 = 
@LPS173 OW | 12V,9.1A we a ae 67K0329 231.77 @ NLP40-7617J 40W 48 V, 800 mA ‘ai iis 71K8941 —_ 
> CONTINUED > > CONTINUED > 
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SWITCHING POWER SUPPLIES 


NLP SERIES POWER SUPPLIES (CONT.) SINGLE AND MULTIPLE OUTPUT 25 - 60W POWER SUPPLIES (CONT.) 
Output | Output Output Output | Price Each_ Output | Output Output Output | Price Each 

Mfg. Part No. Power 1 2 3 Stock No. 1-4+ Mfg. Part No. Power 1 2 3 Stock No. 1-4+ 
90 V to 264 V, Dimensions: 4.25 x 2.5 x 1.12" 90 V to 264 V, Medical, Dimensions: 2W x 4L x 1.3"H 
@ NLP40-7629J 40W 5V,4A 12V,2A Fe 71K8944 ass @ LPT51-M 47.4W 3.3V,8A 5V,3A 12 V, 500 mA 95M8330 = 
@ NLP40-7627J 40W 12V,1.8A | -12V,1.8A 48 71K8943 — @ LPT52-M 55W 5V,8A 12V,3A -12 V, 500 mA 95M8331 _ 
@ NLP40-7608J 40W 5V,4A 12V,2A -12V,200mA | 71K8937 = @ LPT53-M S5W 5V,8A 15V,24A -15 V, 500 mA 95M8333 — 
@ NLP40-7610J 40w 5V,4A 15V,1.6A | -15V,200mA | 71K8938 -— @ LPT54-M 55W 5V,8A 24V,1.5A 12 V, 500 mA 95M8335 = 
PIN_62164 Price Each 

Mfg. Part No. Description Stock No. 1-1-9+ 

SINGLE AND MULTIPLE OUTPUT 25 - 60W POWER APTESYNA @ LPX40 Enclosure Kit, LP25/40 Series 62K3458 23.09 
SUPPLIES aaa a @ LPX60 Enclosure Kit, LP60 Series 62K3459 49.99 


PIM_42374 


MVAB120 SERIES 120W HIGH DENSITY 2” x 4” AC/DC 
POWER SUPPLIES muRata 


© 1420W compact high density Murata Power Solutions 
@ 2’x 4" standard footprint BOS Rolls 
© High efficiency up to 91% : rat 
50-Watt @ Universal AC input with active PFC a 
60-Watt LPT50 Series © Low profile - 1U package c US 
LPS60 Series © Convection-cooled operation up 
@ Universal input © Over voltage protection io 75W C E 
@ High efficiency ® Overload protection © Over-voltage, over-current and 
© Wide choice of outputs @ Enclosure kits available over-temperature protection 
© Remote Sense © -M suffix includes medical safety approvals © Operating temperature: -20°C 
© Built-In EMI filter Applications Include: io +70°C 
© Low output ripple @ Telecommunications, Computer Peripherals, Test @ ITE (2nd) and medical 3rd ed. 
@ Adjustable output and Industrial Equipment and Business Machines MOOP safety approved 
LP series low power switch mode power supplies offer outstanding performance and reliability. Available in © UL Class | and II approved 
single and multiple outputs. Units are designed for a wide range of applications. CE compliant. © Two-year manufacturer's warranty 
SPECIFICATIONS MVAB120 series switching power supplies utilize advanced component and circuit technologies to deliver high 
7 efficiency. Designed for medical, telecom and industrial applications to satisfy 1U height design considerations. 
Input Range: 85-264VAC, 120-370VDC All models offer universal AC input with active power factor correction (PFC) and compliance to worldwide safety 
Frequency: 47-440Hz and EMC standards — IEC60950-1:2006/A11:2009; UL60950-1 2nd Edition 2007-03-27, CSA 22.2 No.60950- 
Inrush Current: <15A Peak @ 115VAC; 1 2nd Edition 2007.03; EN60950-1:2006+A11:2009; IEC60601-1 Edition 3 MOOP; ANSI/AAMI ES60601-1 
<30A Peak @ 230VAC (2005+C1:09+A2:10), CSA 22.2 No. 60601-1 (2008) 3rd Edition MOOP; EN60601-1:2006 3rd Edition MOOP 
Te (Evaluated); CE marked per LVD. 
EMI Filter: Bok uae ssa medically approved models are ideal for Mains-powered medical equipment and meet UL-60601-1 3rd 
VDE 0673 PTS Class B Conducted safety standards for MOOP (Means of Operator Protection). NOTE: Mfg. part nos. ending in -01 are medically 
Output Output Output Output Price Each pti alae fT ok iis ending with -01 are not medically approved. Medical approved models 
Mfg. PartNo. | Power 1 2 3 Stock No. 1-4+ - 
85 V to 264 V, Dimensions: 3W x 5L x 1.2"H Output Output Wenrceleach 
@ LPS22 25W 5V,5A % ~ 62K3437 = Mfg. Part No. : ws : . u . Stock No. 1-4+ 
@ LPS23 BW T2V,21A 7 — 62K3438 a 90 V to 264 V, Industrial/Telecom Applications, 2" x 4" x 1.35' 
@ LPS BW 15V,17A 7 = 62K3439 = @ MVAB120-28 ow 28 M, A204 _ se = 
@ LPS25 BW 2V.13A = — 62K3440 = 90 V to 264 V, Medical and a ee 2"x4"x a 
@ PTA aw | 33V.4A | 5V,15A | 12V,500mA | 17B6370 | 57.52 @ MVABI20-1201 an 
@ LPT22 zw | 5V,3A | 12V,1.5A | -t2v,500mA | 62k3q48 | wasnt | OEE ————————eee -— — _ ~ on = 
@LPT24 25 5V,3A 12V,15A | -SV,500mA | 62K3450 = pao 2, 68.89 
@ LPT25 25W 5V,3A 15V,1.5A | -15V,500mA | 62K3451 = PIMCEEES 
@ LPT23 25W 5V,4A 12 V, 500 mA | -12V,500mA | 62K3449 ee 
@ LPS42 40W 5V,8A 2 & 62K3441 | 53.61 RAC01-SC & RAC02-SC SERIES, 1-2WATT, A O——X—X<X“"=_=[==_=—==""= 
@ LPS43 4ow | 12V,33A . z 623442 | 53.61 DC CONVERTERS E OOM 
mipaa | anny To 4eVOARA | 1 Tin an === @ Ultracompact low profile AC/DC power supply 
elests am foie ze —~ When’ 50.05 @ Ultra-low 30mW standby power consumption Osan 
@LPS45 40w 24V,1.7A a ais 64K3161 53.61 © 1 Watt or 2 Watt PCB mount package Available 
@LPS48 40W 48 V, 900 mA siz - 17B6364 47.94 © Wide input voltage range (80V to 264VAC) 
F ® Class II power supply with 3kVAC isolation 
@ LPT42 40w 5V,4A 12V,2A 12V, 500 mA | 62K3452 49.33 © Operating temperature -25°C to +85°C 
@ LPT45 40w 5V,4A 15V,2A -15 V, 500 mA | 62K3453 Bown © Low output ripple 
@ LPT47 40W 5V,4A 24V,1A -12V,500mA | 16F7025 | 53.06 © Short circuit protected outputs 
@ LPT46 40w 5V,4A 24V,1A | 12V,500mA | 64K0482 | 55.77 @ EN, UL and CE certified 
@ LPT43 40w 5V,6A 12V, 500 mA | -12V,500mA | 67K2805 55.76 
85 V to 264 V, Dimensions: 3W x 5L x 1.65"H 
@ LPS62 60W 5V,12A ia e 62K3444 55.39 5 
@ LPS63 ow 12V,5A 62K3445 | 70.70 Output Output peice. Eaety 
= SOW mA 2 a — _ Srey - Mfg. Part No. Power 1 Stock No. 1-4+ 
@ a , 2. a it 72.02 80 V to 264V 
@ LPT62 60W 5V,7A 12V,3A -12V, 700 mA | 62K3454 64.07 @ RACO1-33SC Iw 3.3 V, 300 mA 67X3682 15.22 
@ LPT64 60W 5V,7A 12V,3A -5V,700mA | 62K3456 66.00 @ RACO1-05SC iW 5 V, 200 mA 67X3680 14.47 
p’ - 
@ LPT63 60W 5V,7A 15V,2.8A 15 V, 700A 62K3455 75.09 @ RACO1-09SC 1W OV, 111 mA 87X1152 = 
@ L185 GOW | SV7A | 24N,1.5A | 12¥, 700 mA [SARS SM RESIS @ RACO1-128C iW 12V, 83 mA 67X3681 14.62 
85 V to 264 V, Medical, Dimensions: 3W x 5L x 1.2"H @ RACO1.248C TW 2AV, 42 mA 87X1153 ae 
@LPT42M SOW SAB 12V,2A _| -12¥, 500 mA [US @ RACO2-3.38C 2W 3.3 V, 600 mA 67X3685 15.94 
85 V to 264 V, Medical, Dimensions: 3W x 5L x 1.69"H @ RAC02-05SC OW 5 V,400 mA 67X3683 15.23 
OLE TERM. | SOW | 12V,3A__| -12V, 700 mA | RIABGSTS iastOg| @ RACO2-12SC Ww 12V, 167 mA 67X3684 15.23 
90 V to 264 V, Dimensions: 2W x 4L x 1.3"H @ RAC02-15SC 2W 15 V, 133 mA 87X1156 15.69 
Pp’ 
@LPT51 47.4W 3.3V,8A 5V,3A 12,500 mA | 21M5768 os @ RACO2-248C OW 2AV,83mA 87X1157 = 
@ LPT52 55W 5V,8A 12V,3A -12 V, 500 mA | 50M1563 = pitas? 
@ LPT53 55W 5V,8A 15V,24A -15V, 500A | 95M8332 = 
@ LPT54 55W 5V,8A 24V,1.5A 12V,500mA | 95M8334 = 


> CONTINUED > 
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RAC02-SE/277 SERIES, 2 WATT, AC/DC 
CONVERTERS 


© 35mW max. no load power consumption 
Efficiency up to 76% 

Isolated output 3kVAC / 1 min 

SCP, OVP protection 

Operating temperature: -40°C to 85°C 
Universal input: 85V to 305VAC. 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 

85 V to 305 V 

@ RAC02-3.3SE/277 2W 3.3 V, 600 mA 44Y8945 19.46 
@ RAC02-05SE/277 2W 5 V, 400 mA 44Y8939 18.53 
@ RAC02-12SE/277 2W 12 V, 167 mA 44Y8941 16.67 
@ RAC02-24SE/277 2W 24 V, 83 mA 44Y8943 18.53 
PIM_5465765 


RAC02-SE/277/W SERIES, 2 WATT, AC/DC 
CONVERTERS 


© 35mW max. no load power consumption 
Efficiency up to 76% 

Isolated output 3kKVAC / 1 min 

SCP, OVP protection 

Operating temperature: -40°C to 85°C 
Universal input: 85V to 305VAC. 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 

85 V to 305 V 

@ RAC02-3.3SE/277/W 2W 3.3 V, 600 mA 44Y8946 20.42 
@ RAC02-05SE/277/W 2W 5 V, 400 mA 44Y8940 17.74 
@ RAC02-12SE/277/W 2W 12 V, 167 mA 448942 18.48 
@ RAC02-24SE/277/W 2W 24 V, 83 mA 448944 18.49 
PIM_5422613 


RAC02-SE/277/W SERIES, 2 WATT, AC/DC 
CONVERTERS 


35mW max. no load power consumption 
Efficiency up to 76% 

Isolated output 3kVAC / 1 min 

SCP, OVP protection 

Operating temperature: -40°C to 85°C 
Universal input: 85V to 305VAC. 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 

85 V to 305 V 

@ RAC02-3.3SE/277/W 2W 3.3 V, 600 mA 44Y8946 20.42 
@ RAC02-05SE/277/W 2W 5 V, 400 mA 44Y8940 17.74 
@ RAC02-12SE/277/W 2W 12 V, 167 mA 448942 18.48 
@ RAC02-24SE/277/W 2W 24 V, 83 mA 448944 18.49 
PIM_5465755 


RAC03-SE/277 SERIES, 3 WATT, AC/DC 
CONVERTERS 

@ 30mW max. no load power consumption 
High Efficiency up to 80% 

Isolated output 3kVAC / 1 min 

SCP, OVP protection 

Operating temperature: -40°C to 85°C 
Universal input: 85V to 305VAC. 


> CONTINUED > 
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POWER SUPPLIES 


SWITCHING POWER SUPPLIES 


RAC03-SE/277 SERIES, 3 WATT, AC/DC CONVERTERS (CONT.) 


Output Output Price Each 

Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 305 V 
@ RAC03-3.3SE/277 3W 3.3 V, 900 mA 44Y8959 19.97 
@ RAC03-05SE/277 3W 5 V, 600 mA 44Y8947 19.00 
@ RAC03-12SE/277 3W 12 V, 250 mA 44Y8951 19.00 
@ RAC03-24SE/277 3W 24 V, 125 mA 44Y8955 19.00 
PIM_5465756 


RE 


RAC03-SE/277/W SERIES, 3 WATT, AC/DC 
CONVERTERS 


@ 30mW max. no load power consumption 
® High efficiency up to 80% 

© Isolated output 3kVAC / 1 min 

@ SCP, OVP protection 

© Operating temperature: -40°C to 85°C 
© Universal input: 85V to 305VAC. 


Output Output | Price Each 

Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 305 V 
@ RAC03-3.3SE/277/W 3W 3.3 V, 900 mA 44Y8960 22.25 
@ RAC03-05SE/277/W 3W 5 V, 600 mA 44Y8948 20.91 
@ RAC03-12SE/277/W 3W 12 V, 250 mA 44Y8952 22.62 
@ RAC03-24SE/277/W. 3W 24 V, 125 mA 448956 21.24 
PIM_5465757 


RAC03-SER/277 SERIES, 3 WATT, AC/DC 
CONVERTERS 

@ 40mW max. no load power consumption 
@ High Efficiency up to 76% 

@ Isolated output 3kVAC / 1 min 

@ SCP, OVP protection 

© Operating temperature: -40°C to 85°C 
© Universal input: 85V to 305VAC. 


Output Output Price Each 

Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 305 V 
@ RAC03-3.3SER/277 3wW 3.3 V, 900 mA 448961 28.35 
@ RAC03-05SER/277 3W 5 V, 600 mA 44Y8949 27.50 
@ RAC03-12SER/277 3W 12 V, 250 mA 44Y8953 24.36 
@ RAC03-24SER/277 3W 24 V, 125 mA 44Y8957 27.59 
PIM_5465758 


RAC04-C/277 SERIES, 4 WATT, AC/DC 


CONVERTERS ECOM 
® Universal input (80V to 305VAC) RoHS 

© High efficiency up to 79% Gesinpian 
® Isolated output 3.75kVAC / 1 min Available 
@ SCP, OVP Protection 

@ Wide Operating Temperature Range: -40°C to 


80°C (only with suffix -E) 


Output Output Output Price Each 
Mfg. Part No. Power 1 2 Stock No. 1-4+ 
80 V to 305 V, Operating Temperature: -40°C To 80°C 
@ RAC04-3.3SC/277-E 4w 3.3V, 1.2A 514028 21.97 
@ RAC04-05SC/277-E 4w 5 V, 800 mA 514022 22.04 
@ RAC04-12SC/277-E 4w 12 V, 333 mA 514025 22.03 
@ RAC04-15SC/277-E 4w 15 V, 267 mA 514026 22.03 
@ RAC04-24SC/277-E 4w 24 V, 167 mA is 514027 22.13 
@ RAC04-05DC/277-E 4w 5 V, 400 mA -5 V, 400 mA 514021 23.00 
@ RAC04-0512DC/277-E 4w 5 V, 720 mA 12 V, 33 mA 514023 22.98 
@ RAC04-12DC/277-E 4w 12 V, 166 mA -12 V, 166 mA 51Y4024 22.98 
> CONTINUED > 
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POWER SUPPLIES 


SWITCHING POWER SUPPLIES 


RAC04-C/277 SERIES, 4 WATT, AC/DC CONVERTERS (CONT.) 


Output Output Output Price Each 
Mfg. Part No. Power 1 2 Stock No. 1-4+ 
80 V to 305 V, Operating Temperature: -25°C to 80°C 
@ RAC04-3.3SC/277 4w 3.3V,1.2A 67X3697 21.63 
@ RAC04-05SC/277 4w 5 V, 800 mA ie 67X3694 21.49 
@ RAC04-12SC/277 4w 12 V, 333 mA 67X3695 21.55 
@ RAC04-24SC/277 4w 24 V, 167 mA ai 67X3696 21.21 
@ RAC04-05DC/277 4w 5 V, 400 mA -5 V, 400 mA 87X1164 25.64 
@ RAC04-0512DC/277 4w 5 V, 720 mA 12 V, 33 mA 87X1168 25.64 
@ RAC04-12DC/277 4w 12 V, 166 mA -12 V, 166 mA 87X1170 25.64 
PIM_212636 


RAC10-C/277 SERIES, 10 WATT, AC/DC 
CONVERTERS E 


© Compact low AC/DC power supply 

Universal input voltage range (80V to 305VAC) 
High efficiency 

Continuous short circuit protection 

Isolated output 3.75kVAC/1 min 

EN55022 class B compliant 

High operating temperature 

Low Standby Power Consumption 


Output Output Output Price Each 
Mfg. Part No. Power 4 2 Stock No. 1-4+ 

80 V to 305 V 

@ RAC10-3.3SC/277 10W 3.3V,2.5A 87X1194 as 

@ RAC10-05SC/277 10W 5V,2A a 67X3704 32.79 
@ RAC10-12SC/277 10W 12 V, 840 mA 67X3705 33.20 
@ RAC10-24SC/277 10W 24 V, 420 mA a 87X1193 36.94 
@ RAC10-05DC/277 10Ww 5V,1A -5V,1A 87X1187 ee 

@ RAC10-12DC/277 10W 12 V, 420 mA -12 V, 420 mA 87X1189 39.78 
PIM_212639 


RACM100 SERIES, 100 WATT SINGLE OTUPUT 


AC/DC POWER SUPPLIES RECO 
@ 2MOPP/250VAC : 
© Suitable for built in Class Il applications : 
@ Wide input voltage range (85V to 264VAC) 
@ Low leakage current (<75y/A) 
@ 5000m operation 
© Active power factor correction 
@ 5 year warranty 
| 
Output Output Price Each 
Mfg. Part No. Power A Stock No. 1-4+ 

85 V to 264 V 

RACM100-12S/OF 100W 12 V, 8.34A 01AC3186 157.32 

RACM100-24S/OF 100W 24V,4.17A 01AC3188 172.43 
PIM_5660353 
RACM100 SERIES, 100 WATT, AC/DC a 
CONVERTERS ECO 


2MOPP/250VAC 

Suitable for built in Class II applications 
Input voltage: 85V to 264VAC. 

Low leakage current: <75uA 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


RACM150 SERIES, 150 WATT, AC/DC 
CONVERTERS E. 
@ 2MOPP/250VAC : 

® Suitable for built in Class Il applications 
© Input voltage: 85V to 264VAC. 

@ Low leakage current: <75yA 

@ 5000m operation 

© Active power factor correction 

@ 5 year warranty 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 

85 V to 264 V 

@ RACM150-12S 130W 12 V, 10.84A 44Y8931 153.04 
@ RACM150-48S 130W 48 V,2.71A 44Y8937 140.70 
@ RACM150-15S 135W 15V,9A 44Y8933 144.49 
@ RACM150-24S 135W 24 V, 5.63 A 44Y8935 153.99 
85 V to 264 V, Top Fan 

@ RACM150-12S/F 150W 12 V,12.5A 448932 168.71 
@ RACM150-15S/F 150W 15 V, 10A 448934 168.71 
@ RACM150-24S/F 150W 24 V, 6.25A 448936 187.34 
@ RACM150-48S/F 150W 48 V,3.13A 448938 164.28 


PIM_5465760 


TPS3000 SERIES, 3200 WATT 3 PHASE SINGLE 

OUTPUT AC/DC POWER SUPPLY 

© 400/440/480VAC (nominal) 3 phase Delta or 
WwW 

e Fully regulated, wide range adjustable output 

@ Voltage and current programming 

© Operating temperature: -40°C to 70°C 

e 

e 

e 


TDK:-Lambda 


>92% efficiency 
PMBus communication 
Built in ORing FETs & Active | share for parallel 
operation 
@ Fully featured 


Input Voltage: 
Input Frequency: 
Line Regulation: 
Load Regulation: 
Ripple & Noise: 


350-528VAC, Delta or Wye 3 Phase 
47-63Hz 
<0.25% 
<0.5% 


TPS3000-24: 130mV @ 20MHz bandwidth 
TPS3000-48: 260mV @ 20MHz bandwidth 
3000 VAC Input to Output 
2000 VAC Input to Ground 
500 VAC Output to Ground 


-40 to 70°C, (20 min warm up needed for <-10°C) 


Isolation: 


Operating Temp: 


Safety Approvals: UL/CSA60950-1, EN60950-1, CE mark for LVD and RoHS2 
EMC: EN55022 Class A, FCC part 15 Class-A 
Dimensions: 107 x 84.4 x 324mm 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1+ 

350 V to 528 V 

TPS3000-48 3.2W 48 V, 66.7A 14AC0934 1783.48 

TPS3000-24 3.2kW 24 V, 134A 98Y1786 1783.48 

PIM_5626943 


CUT35 SERIES, 35 WATT DUAL AND TRIPLE 
OUTPUT AC/DC 


TDK:-Lambda 


5000m operation POWER SUPPLIES 
Active power factor correction 
5 year warranty 
Output Price Each 
Mfg. Part No. Power 1-4+ 
any © 2x4 x 1.06" footprint © Medical & ITE certificati 
x 4x 1.06” footprint ledical certifications 
@ RACM100-12S 100W 12V, 834A 4AY8927 159.84 © Output 1 isolated from outputs 2 & 3 © Three year warranty 
@ RACM100-15S 100W 15 V, 6.67A 44Y8928 159.83 © No minimum loading 
@ RACM100-24S 100W 24V,4.17A 44Y8929 159.83 Models CUT35-522 CUT35-5FF 
@ RACM100-48S 100W 48 V, 2.09A 448930 159.83 AC Input Voltage Range: 85V to 265V ac 
PIM_5465759 DC Input Voltage Range: 88V to 370V de 
Inrush Current (100 / 230VAC): 13A/32A 
Overvoltage Protection: V1: 5.7V to 7V V1: 5.7V to 7V 
V2: 13.8V to 16.8V V2: 17.2V to 21V 
Cooling: Convection 
Safety Agency Approvals: UL60950-1, CSA60950-107, EN60950-1, CE MarkES60601-1, 
CSA60601-1, IEC/EN60601-1 
Conducted & Radiated EMI: EN55011-B, FCC-B 
> CONTINUED > 
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CUT35 SERIES, 35 WATT DUAL AND TRIPLE OUTPUT AC/DC POWER 
SUPPLIES (CONT.) 


Operating Temperature: 


Open frame and baseplate version: -20°C to 70°C, derate linearly to 70% load 
from 55°C to 70°C 
Covered version: -20°C to 60°C, derate linearly to 70% load from 45°C to 60°C 


POWER SUPPLIES 


SWITCHING POWER SUPPLIES 


CSS65A SERIES, 65 WATT SINGLE OUTPUT AC/DC POWER SUPPLIES 
(CONT.) 
Conducted and Radi 


ited EM 


Dimensions (W x Lx 


Dimensions: Open frame: 2 x 4 x 1.06” Output Output | Price Each 
Baseplate: 2.22 x 4.8 x 1.1” Mfg. Part No. Power 1 Stock No. 1-94 
Cover: 2.48 x 4.92 x 1.42" 90 V to 264V 
Output Output Output Output | Price Each_ CSSB5A5 AW 5V,8A HBACOIOG 54.66 
Mfg. Part No. Power 1 2 3 Stock No. 1-9+ CSS65A12 65W 12V,5.42A 14AC0900 54.66 
85 V to 265 V, Baseplate CSS65A15 65W 15 V,4.34A 14AC0901 54.66 
CUT35522/B 35W 5V,3A | 12V,1.2A | -12V,850mA | 14AC0913 | 47.63 CSS65A19 65W 19 V, 3.43A 14AC0902 54.66 
CUT355FF/B 35W 5V,3A | 15V,1A | -15V,650mA | 14AC0910 | 47.63 CSS65A24 65W 24V,2.71A 14AC0903 54.66 
85 V to 265 V, Cover CSS65A28 65W 28 V, 2.33 14AC0904 54.66 
CUT35522/A 35W 5V,3A | 12V,1.2A | -12V,850mA | 14AC0912 | 50.41 CSS65A48 65W 48 V, 1.36A 14AC0905 16.04 
CUT355FF/A 35W 5V,3A | 15V,1A | -15V,650mA | 14AC0909 | 50.41 CSS65A54 65W 54V,1.21A 14AC0907 54.66 
85 V to 265 V, Open Frame PIM_5699726 
CUT35522 35W 5V,3A | 12V,1.2A | -12V,850mA | 14AC0911 44.31 
CUISSSRE 3oW | SW3A | SV 1A | ~15¥, 650A [ERISRCOSOSE MeSH CUS200M SERIES 200-250 WATT SINGLE OUTPUT 7DK:Lambda 
PIM_5699691 AC/DC POWER SUPPLIES 


RWS1000/1500-B SERIES, 1000-1500 WATT SINGLE 4 
OUTPUT AC/DC POWER SUPPLIES TDK-Lambda 


@ Wide range AC input 85V to 265VAC @ SEMI F47 line dips 
@ Enclosed construction @ Parallel operation, DC good and fan alarm signals 
© Compact sizes © 7 year warranty 

Model RWS1000B RWS1500B 

AC Input Voltage Range: 85 - 265VAC (47-63Hz) 

DC Input Voltage Range: 120 - 340VDC 

Inrush Current (100 / 200VAC): 60/60A 

Input Current (100 / 200VAC Typ.): 13/7A 


19/10A 


© High efficiency, up to 94% 
® Industry standard 3” x 5” footprint 
@ 200W convection cooled rating 


© Suitable for B and BF rated equipment 
® 5V standby output 


85-265VAC 
47-63Hz 


12V Output: 60mV, 18V Output: 9OmV 
28V Output: 120mV, 48V Output: 240mV 
12V Output: 120mV, 18V Output: 180mV 
28V Output: 240mV, 48V Output: 480mV 
4000VAC Input to Output 
2000VAC Input to Ground 
1500VAC Output to Ground 


Input Voltage: 
Input Frequency: 
Line Regulation: 


Load Regulation: 


Isolation: 


Leakage Current (Max.): <1.2mA 


Operating Temp: -20°C to 85°C 


Cooling: 
Safety Agency 
Approvals: 


Conducted & Radiated EMI: 
Operating Temperature: 


Internal Fan, Air Intake From Input/output Terminals 


UL/ CSA(CUL) / IEC 60950-1 (2nd Ed.), CE Mark 
EN60950-1 


EN55011 / EN55032-B, FCC Class B, VCCI-B 


-20 to 60°C, derate linearly to 60% load from 50°C 
to 60°C 


Dimensions: 5 x 2.48 x 7.8” 5 x 2.48 x 10.28” 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-9+ 

85 V to 265 V 
RWS1000B15/FO 1.005kW 15V,67A 24AC6366 430.67 
RWS1000B12/FO 1.008kW 12 V, 84A 24AC6361 430.67 
RWS1000B24/FO 1.008kW 24V,42A 24AC6371 430.67 
RWS1000B36/FO. 1.008kW 36 V, 28A 24AC6376 430.67 
RWS1000B48/FO 1.008kW 48V,21A 24AC6381 430.67 
RWS1500B12/FO 1.5kW 12V, 125A 24AC6386 580.00 
RWS1500B15/FO. 1.5kW 15 V, 100A 24AC6391 580.00 
RWS1500B24/FO 1.512kW 24V, 63A 24AC6396 580.00 
RWS1500B36/FO 1.512kW 36 V, 42A 24AC6401 580.00 
RWS1500B48/FO 1.536kW 48 V, 32A 24AC6406 580.00 


PIM_5756553 


CSS65A SERIES, 65 WATT SINGLE OUTPUT AC/DC 
POWER SUPPLIES 

@ Wide range AC input 

Low profile, industry standard footprint 
Global safety agency compliance 
Remote sense 
Dual input fuses 
<75mW off-load power consumption 
Suitable for BF rated equipment 


TDK:Lambda 


Input Voltage Range: 90-264VAC (47-63Hz) 


Safety Approvals: EN/IEC/UL/ES/CSA 60601-1, EN/IEC/UL/CSA 60950-1, CE Mark 
EMC: EN55011-B, EN55022-B, FCC Class B 
Output Output | Price Each 
Mfg. Part No. Power 1 Stock No. 1-9+ 
85 V to 265 V, Covered 
CUS200M12/A 200.4W 12V, 16.7A 13AC1770 144.84 
CUS200M18/A 252W 18V,14A 13AC1771 144.84 
CUS200M24/A 252W 24 V,10.5A 13AC1772 144.84 
CUS200M36/A 252W 36V,7A 13AC1774 144.84 
CUS200M48/A 254.4W 48 V,5.3A 13AC1775 144.84 
85 V to 265 V, Open Frame 
CUS200M12 200.4W 12V,16.7A 78Y5835 130.71 
CUS200M18 252W 18V, 11.2A 78Y5836 130.71 
CUS200M24 252W 24V,8.4A 78Y5837 130.71 
CUS200M36 252W 36V,7A 13AC1773 130.71 
CUS200M48 254.4W 48V,4.2A 78Y5838 130.71 
PIM_5515873 


CUS350M SERIES 350-420 WATT SINGLE OUTPUT 

AC/DC POWER SUPPLIES 

© High efficiency, up to 94% 

© 1.6" high 

@ 350W convection cooled, 420W 
forced air rating 

© BF rated 

@ 5V standby & 12V fan output 


TDK:-Lambda 


Input Voltage: 85-265VAC. 
Input Frequency: 47-63Hz 


Operating Temperature: 
Efficiency: 
Safety Agency Approvals: 


0°C to +70°C derate linearly to 50% load from 50°C to 70°C 
Up to 89% 
ULICSA/IEC/EN60601-1, ES60601-1, UL/CSA/IEC/EN60950-1, CE Mark 


> CONTINUED > 


1.800.463.9275 © newark.com 


Line Regulation: 0.5% 
Load Regulation: 


> CONTINUED > 
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POWER SUPPLIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


SWITCHING POWER SUPPLIES 


CUS350M SERIES 350-420 WATT SINGLE OUTPUT AC/DC POWER KMS-A SERIES, 15-60 WATT MEDICAL SINGLE TDK-Lambda 


SUPPLIES (CONT.) OUTPUT ACIDC POWER SUPPLIES 
Medical safety certifications (4kVAC input - 
output) 

Class II (no ground needed) 


Isolation: 


4000VAC Input to Output 
2000VAC Input to Ground 
1500VAC Output to Ground 


Operating Temp: 


-20°C to 85°C 


Operating temperature: -40°C to 80°C 


e 
e 
© Low off-load power draw 
e 
e 


Safety Approvals: EN/IEC/UL/ES/CSA 60601-1, EN/IEC/UL/CSA 60950-1, CE Mark Smaller size than KMS 
EMC: EN55011-B, EN55022-B, FCC Class B and Class A Radiated High efficiency 
Dimensions: 1.6x7.5x3.4" 
Output Output Price Each Input Voltage: 90-264VAC, 120-370VDC 
Mfg. Part No. Power 1 Stock No. 1-9+ Input Frequency: 47-440Hz 
85 V to 265 V Isolation: 4000 VAC Input to Output 
CUS350M12/F 348W 12V, 29A 78Y5839 272.51 Operating Temp: -40°C to 85°C, derate linearly to 30% load from 50°C to 80°C 
CUS350M18/F 349.2W 18V, 19.4A 78Y5840 272.51 Safety Approvals: | UL/CSA/IEC/EN 60950-1, ANSI/AAMI ES60601-1, IEC/EN 60601-1 (2xMOPPs) 
CUS350M36/F 349.2W 36 V, 9.7A 78Y5842 272.51 EMC: EN55011 Class B 
CUS350M48/F 350.4W 48 V,7.3A 78Y5843 272.51 Dimensions: KMS15A: H=0.93, W=1.08, D=2.07" 
CUS350M24/F 352.8W 24V,14.7A 78Y5841 272.51 Ieee wae pea 
PIM_5515876 
Output Output Price Each 
EVS SERIES, 300-600 WATT SINGLE OUTPUT AC TDK:Lambda sage paris: EOWer 1 StockiNe: Ee 
DC POWER SUPPLIES oe 
KMS15A-5 15W 5V,3A 8278921 42.26 
KMS15A-9 15W QV, 1.666 A 828922 42.26 
KMS15A-12 15W 12.V,1.25A 828918 42.26 
KMS15A-15 15W 15V, 1A 828919 42.26 
KMS15A-24 15W 24 V, 625 mA 8278920 42.26 
KMS30A-5 25W 5V,3A 828926 60.05 
KMS30A-12 30W 12V,25A 8278923 60.05 
KMS30A-15 30W 15V,2A 8278924 60.05 
KMS30A-24 30W 24 V, 1.25 828925 60.05 
Dimensions: H=1.65, W=3.31, D=7.09" Dimensions: H=2.4, W=4.72, D=7.48" KMS60A-5 Siw 5.1V,10A 82Y8930 92.41 
@ Universal input: 85V to 265VAC. Blocking Diode Module KMS60A-9 60W 9V, 6.666A 828931 92.41 
e Adjustable current settings © Provides reverse current protection KMS60A-12 60W 12V,5A 828927 92.41 
oe A ech alas as KMS60A-15 6ow 15V,4A 8278928 92.41 
© Suitable for battery charging © Open frame or | bracket construction KMS60A-24 60W 24:V, 2.5A 828929 92.41 
Input Voltage: 85-265VAC PIM_5538087 


Input Frequency: 


47-63Hz 


Isolation: 


3000VAC Input to Output 
2000VAC Input to Ground 


KWS-A SERIES 5-25 WATT SINGLE OUTPUT AC/DC 


POWER SUPPLIES 


TDK:-Lambda 


500VAC Output to Ground : ' 
Operating Temp: -20°C to 70°C 7 ples dalle alli (start up) to +85°C 
Safety Approvals: UL60950-1, CSA60950-1, EN60950-1, CE Mark © Efficiencies up to 88% 
EMC: EN55011/EN55022-B, FCC Class B, VCCI-B © Compact Sizes 
@ Class Il, No Ground Connection 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-9+ 
85 V to 265 V, Enclosed 
EVS18-16R7/A 300W 18 V, 16.7A 828870 204.03 
EVS36-8R4/A 300W 36 V,8.4A 828876 204.03 
EVS57-5R3/A 300W 57 V,5.3A 82Y8882 204.03 
EVS36-16R7 600W 36 V, 16.7A 82Y8873 336.76 Input Voltage: 85-265VAC 
EVS57-10R6 600W 57 V, 106A 8278879 336.76 Input Frequency: eae 
85 V to 265 V, Enclosed, Remote On/Off Eine Regulation: ep 
EVS18-16R7/RA 300W 18 V,16.7A 82Y8872 208.10 15V Output: 60mV 
EVS36-8R4/RA 300W 36 V, 8.4A 8278878 208.10 24V Output: 96mV 
EVS57-5R3IRA 300W S7V,53A 8278884 208.10 Load Regulation: cram ale 
EVS36-16R7/R 600W 36V, 16.7A 8278874 349.22 iv Output 4 onl 
EVS57-10R6/R 600W 57 V, 10.6A 82Y8880 349.22 24V Output: 150mV 
85 V to 265 V, Open Frame Ripple & Noise: 5V Output: 200mV 
EVS18-16R7 300W 18 V, 16.7A 8278869 195.62 12V, 15V and 24V Output: 240mV 
EVS36-8R4 300W 36V,84A 8278875 195.62 ILE 3000 VAC nput to Output 
EVS57-5R3 300w BTV,53A 8278881 195 62 Operating Temp: -40°C start up; -10°C to 85°C derate linearly to 10% load from 55°C to 85°C 
85 V to 265 V, Open Frame, Remote On/Off Safety Approvals: EN60950-1, UL/CSA60950-1, CE Mark VD 
EVS18-16R7IR 300W TBV 167A $2Y8874 GOT) ale : EN55011, EN55022, level A conducted and radiated 
. - Dimensions: KWSS5A and KWS10A: 38.1 x 25.4 x 21.5mm 
EVS36-8R4/R 300W 36 V, 8.4A 82Y8877 199.79 KWS15A: 50.8 x 25.4 x 24mm 
EVS57-5R3/R 300W 57V,5.3A 82Y8883 199.79 KWS25A: 63.5 x 25.4 x 29mm 
Price Each Output Output Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ Mfg. Part No. Power 1 Stock No. 1-9+ 
EVS-RP6020/L Blocking Diode Module, 20A, L Bracket 82Y8868 = 85 V to 265V 
EVS-RP6020 Blocking Diode Module, 20A, Open Frame 82Y8867 = KWS5A-5 5W 5V,1A 74Y6088 25.64 
PIM. 5538084 KWS5A-15 5.3W 15 V, 350 mA 74Y6086 25.64 
KWS5A-24 5.3W 24 V, 220 mA 74Y6087 25.64 
KWS5A-12 5.4W 12 V, 450 mA 74Y6085 25.64 
KWS10A-5 10W 5V,2A 74Y6076 26.90 
KWS10A-15 10.5W 15 V, 700 mA 74Y6074 26.90 
KWS10A-12 10.8W 12V, 900 mA 74Y6073 26.90 
KWS10A-24 12W 24 V, 500 mA 74Y6075 26.90 
> CONTINUED > 
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KWS-A SERIES 5-25 WATT SINGLE OUTPUT AC/DC POWER SUPPLIES 
(CONT.) 


POWER SUPPLIES 


SWITCHING POWER SUPPLIES 


CSW65 SERIES, 40-65 WATT SINGLE OUTPUT AC/DC POWER SUPPLIES 
(CONT.) 


Output Output Price Each Input Voltage Range: 90 - 305VAC (47-63Hz) 
Mfg. Part No. Power 1 Stock No. 1-9+ Inrush Current (230VAC): <65A 
85 V to 265 V Input Current (115V / 230VAC: 2/1A 
KWS15A-5 15W 5V,3A 74Y6080 S300 Cooling: Convection 
KWS15A-15 15W 15V,1A 74Y6078 33.07 Safety Agency Approvals: ULICSA/IEC/EN60950-1, UL1310 Class 2, CE Mark 
KWS15A-12 15.6W 12V,1.3A 74Y6077 33.07 Conducted & Radiated EMI: EN55032-B, FCC Class B 
KWS15A-24 16.8W 24 V, 700 mA 7A4Y6079 33.07 Operating Temperature: -10 to 70°C derate linearly to 50% load from 50°C to 70°C 
KWS25A-5 25W 5V,5A 74Y6084 37.98 Dimensions: 2.5 x 4.75 x 1.5” 
KWS25A-15 25.5W 15V,1.7A T4Y6082 37.98 Output Output Price Each 
KWS25A-12 26.4W 12V,2.2A 74Y6081 37.98 Mfg. Part No. Power 1 Stock No. 1-9+ 
KWS25A-24 26.4W 24V,1.1A 74Y6083 37.98 90 V to 305 V 
PIM_5486137 CSWE65-5/A 40w 5V,8A 24AC6246 63.92 
CSWE65-12/A 65W 12V,5.42A 24AC6228 63.92 
ZMS100 SERIES, 100 WATT, AC/DC CONVERTERS TDK: Lambda CSW65-15/A SSW 184, 4.384 zsAco2st 63.92 
CSWE65-24/A 65W 24V,2.71A 24AC6237 63.92 
© Input voltage: 85 to 264VAC RoHS 
(47-63Hz) Gesinpiat CSWE65-28/A 65W 28 V, 2.33 A 24AC6240 63.92 
@ 80W convection, 100WV with Avatar CSW65-48/A aw 48 V, 1.36A 24AC6243 18.63 
lorced al PIM_5756555 


@ ITE & medical certifications (2 x 
MOPP) 

© Long capacitor lifetimes 

® Class | and Class II operation 

© Compact 2x4x1.25” Size 


HWS SERIES SINGLE OUTPUT INDUSTRIAL 
POWER SUPPLIES 


TDK:Lambda 
we 


Price Each 
Mfg. Part No. Power 1 Stock No. 1-9+ C € 
85 V to 264 V 
ZMS10048 80.2W 48 V, 1.67A 94X3493 63.98 
ZMS10012 80.4W 12V,6.7A 94X3489 63.98 
ZMS10015 8iW 15 V,5.4A 94X3490 63.98 S a 
ZMS10036 8iw 36 V, 2.25A 94X3492 63.98 © Limited lifetime manufacturer's warranty © Universal input, 85-265VAC 
ZMS10024 81.6W 24V,3.4A 94X3491 SL15 © UL508 approved © High efficiency 
PIM_5411518 @ SEMI F47 compliant, high line AC 
Mfg. Part N oe ea Stock Ni an 
ig. Part No. ower tock No. -9+ 
CPFE1000FI SERIES, 720W TO 1000W SINGLE TDkK-Lambda 85 V to 265 V, Conformally Coated PCB, Dimensions (WxHxD): 5 x 3.25 x 11” 
Oieeneeo POWER @ HWS150036/HD 1.512kW 36 V, 46.5A 05M7867 1867.32 
© Smaller size than CPFE1000F 85 V to 265 V, Dimensions (WxHxD): 2.4 x 3.23 x 6.5” 
© Base plate cooled, no fan required @ HWS300-3 198W 3.3 V, 60A 80K8471 408.37 
© Protective coating option @ HWS300-5 300W 5V,60A 80K8473 408.37 
oe @ HWS300-12 324W 12V,27A 80K8468 408.37 
@ HWS300-15 330W 15 V, 22A 80K8469 387.08 
@ HWS300-24 336W 24V,14A 80K8470 381.15 
@ HWS300-48 336W 48V,7A 80K8472 408.37 
85 V to 265 V, Dimensions (WxHxD): 3.94 x 3.23 x 6.5” 
Input Voltage: 90-265VAC @ HWS600-3 396W 3.3 V, 120A 80K8477 620.95 
Input Frequency: 47-63Hz @ HWS600-48 624W 48V,13A 80K8478 620.95 
Line Regulation: 12V Output: 48mV @ HWS600-15 645W 15 V, 43A 80K8475 620.95 
Load Regulation: roe ean eal @ HWS600-12 648W 12,V, 53A 80K8474 620.95 
Ripple & Noise: 1% pkcpk @ 20MHz bandwidth SEN al ZA WEEK BOREAS 620.95 
Isolation: 4242 VAC Input to Output 85 V to 265 V, Dimensions (WxHxD): 5 x 3.25 x 9.45” 
2121 VAC Input to Ground @ HWS1000-24 1.056W 24V, 44A 50M9533 1294.49 
500 VAC Output to Ground @ HWS1000-48 1.056W 48 V, 22A 51M2842 1294.49 
Operating Temp: ~40°C to 70°C @ HWS1000-60 1.056W 60V, 17.6A 51M2845, 1294.49 
Safety Approvals: CE Mark, CSA 22.2 No 60950-1, EN60950-1, UL60950-1 @ Hws1000-3 60W 3.3V,200A 51M2840 1294.49 
EMC: EN55022/11, level B conducted and level A radiated @ Hws1000-5 TKW 5V, 200A 51M2843 1294.49 
Output Output Price Each @ HWS1000-6 1.002kW 6V, 167A 51M2844 1294.49 
Mfg. Part No. Power 1 Stock No. 1-9+ @ HWS1000-7 1.005kW 7.5V, 134A 51M2846 1294.49 
90 V to 265 V, U Channel Style @ HWS1000-15 1.05kW 15V, 70A 51M2839 1294.49 
CPFE1000F1-12 720W 12V, 60A 78X4856 1057.90 @ HWS1000-36 1.055kW 36 V, 29.3A 51M2841 1294.49 
CPFE1000F1-28 1.008kW 28 V, 36A 78X4859 1057.90 @ HWS1000-12 1.056kW 12 V, 88A 51M2838 1294.49 
CPFE1000F I-48 1.008kW 48V, 21A 78X4862 1057.90 85 V to 265 V, Dimensions (WxHxD): 5 x 3.25 x 11” 
PIM_5484420 @ HWS1500-12 1.5kW 12 V, 125A 80K8465 1445.87 
@ HWS1500-15 1.5kW 15 V, 100A 80K8466 1445.87 
CSW65 SERIES, 40-65 WATT SINGLE OUTPUT AC/ TDK:Lambda @ HWS150036 1.512kW 36 V, 46.5A 51M2849 1445.87 
DC POWER SUPPLIES @ HWS1500-48 1.536KW 48 V, 32A 80K8467 1445.87 
© Nominal inputs: 115V / 230V / 277VAC @ HWS1500-24 1.56kW 24V,70A 74K2155 1445.87 
i pel be oe ae foe 85 V to 265 V, High Efficiency, Dimensions (WxHxD): 1.24 x 3.23 x 3.15” 
© DOE Efficiency Level VI HWS15A-3/A tBW 3.3V, 5A 78X5139 45.59 
© Class 2 24V model to UL1310 HWS15A-5/A 15W 5V,3A 78X5141 45.59 
HWS15A-12/A 15W 12V,1.3A 78X5136 45.59 
HWS15A-15/A 15W 15V,1A 78X5137 45.59 
HWS15A-24/A 15W 24 V, 650 mA 78X5138 45.59 
HWS15A-48/A 15W 48 V, 330 mA 78X5140 45.59 
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POWER SUPPLIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


SWITCHING POWER SUPPLIES 


HWS SERIES SINGLE OUTPUT INDUSTRIAL POWER SUPPLIES (CONT.) RWS-B SERIES 50 TO 1500W SINGLE OUTPUT INDUSTRIAL POWER 
Output Output Price Each SUPPLIES (CONT.) 
Mfg. Part No. Power 1 Stock No. 1-9+ Cooling: Convection Internal Fan 
85 V to 265 V, High Efficiency, Dimensions (WxHxD): 1.24 x 3.23 x 3.74” Safety Agency UL/ CSA(CUL) / IEC 60950-1 (2nd Ed.), CE Mark EN60950-1 
HWS30A-3/A 19.8W 3.3V,6A 78X5159 58.61 Approvals: 
HWS30A-5/A 30W 5V,6A 78X5162 58.61 nied EN55011/ EN55022-B, FCC Class B, VCCI-B 
DWSSOI2 am TeV i258 GES 58.61 Operating -10°C to +70°C, derate linearly to 20°C load from 10 60°C 
HWS30A-15/A Sow 15V, 2A 78X5155 58.61 Temperature: 50°C to 70°C (100 - 150W from 40 to 70°C) 
HWS30A-24/A 31.2W 24V,1.3A 78X5157 58.61 Dimensions: ; ; : i 472W 5W 
HWS30A-48/A 31.2W 48 V, 650 mA 78X5160 58.61 ‘ oat 5 : x 2.44 x 2.48H 
85 V to 265 V, High Efficiency, Dimensions (WxHxD): 1.24 x 3.23 x 4.72” XTAGD x10.28°D 
HWS5OA-3/A 33W 3.3.V, 10A 78X5170 94.16 Output Output Price Each 
HWSS50A-5/A SOW 5V,10A 78X5174 94.16 Mfg. Part No. Power 1 Stock No. 1-9+ 
HWS50A-12/A 51.6W 12V,4.3A 78X5164 94.16 85 V to 265 V 
HWS50A-15/A 52.5W 15V,3.5A 78X5166 94.16 RWS50B5 50W 5V,10A 78X5352 37.17 
HWSS0A-24/A 52.8W 24V,2.2A 78X5168 94.16 RWS50B12 51.6W 12V,4.3A 78X5349 Sie 
HWS50A-48/A 52.8W 48V,1.1A 78X5172 94.16 RWSS0B24 52.8W 24V, 2.2A 78X5350 37.17 
85 V to 265 V, High Efficiency, Dimensions (WxHxD): 1.3 x 3.23 x 6.3” RWS50B48 52.8W 48V, 1.14 78X5351 37.17 
HWS100A-3/A 66W 3.3V,20A 78X5131 424.07 @ RWS100B5 70W 5V,14A 41X4236 53.24 
HWS100A-5/A 100W 5V,20A 78X5134 124.07 @ RWS100B48 100.8W 48 V, 2.1A 41X4235 53.24 
HWS100A-48/A 100.8W 48 V,2.1A 78X5132 124.07 @ RWS100B12 102W 12V, 8.5A 41X4233 53.24 
HWS100A-12/A 102W 12V,8.5A 78X5125 124.07 @ RWS150B5 105W 5V,21A 41X4240 64.31 
HWS100A-15/A 105W 15V,7A 78X5127 124.07 @ RWS100B24 108W 24V,4.5A 41X4234 53.24 
HWS100A-24/A 108W 24V,4.5A 78X5129 124.07 @ RWS150B12 156W 12V, 13 41X4237 64.31 
85 V to 265 V, High Efficiency, Dimensions (WxHxD): 1.65 x 3.23 x 6.3” @ RWS150B24 156W 24V,6.5A 41X4238 64.31 
HWS150A-3/A 150W 3.3 V, 30A 78X5148 152.87 @ RWS150B48 158.4W 48 V,3.3A 41X4239 64.31 
HWS150A-5/A 150W 5V,30A 78X5151 152.87 @ RWS300B5 250W 5V,50A 41X4244 = 
HWS150A-12/A 150W 12V,13A 78X5142 152.87 @ RWS300B12 300W 12V, 25A 41X4244 92.90 
HWS150A-15/A 150W 15V,10A 78X5144 152.87 @ RWS300B15 300W 15V,20A 62X6237 92.90 
HWS150A-24/A 150W 24V,6.5A 78X5146 152.87 @ RWS300B24 300W 24V, 125A 41X4242 92.90 
HWS150A-48/A 150W 48V,3.3A 78X5149 152.87 @ RWS300B36 302.4W 36 V, 8.4A 62X6242 92.90 
Price Each @ RWS300B48 302.4W 48 V,6.3A 41X4243 92.90 
Mfg. Part No. Description StockNo. | 1-4-9+ SWsoW0bs ua BY, 0A CubeEe 183.75 
SpIN-o1 | DINRall Mounting Kit, HWS15/HWS30Senes | veko7se |... © © RWS600B12 600W 12V, 50A 44X4245 182.25 
@ DINOS DIN Rail Mounting Kit, HWS80 /HWS100/HWS150 Series | 67K3635 | 22.38 ASE a DON ale Ganpee2 183.75 
Pia BASE @ RWS600B24 600W 24V, 25 A 41X4246 182.25 
@ RWS600B48 600W 48 V,12.5A 41X4247 182.25 
@ RWS600B36 601.2W 36 V, 16.7A 62X6259 183.75 
ATT eTRIn POWER caer anete OUTPUT TDK-Lambda RWS1000B12 1kW 12V, 84A 13AC1786 375.21 
RWS1000B15 1kW 15V, 67A 13AC1787 375.21 
RWS1000B24 1kW 24V,42A 13AC1788 375.21 
RWS1000B36 1kW 36 V, 28A 13AC1789 375.21 
RWS1000B48 1kW 48 V,21A 13AC1790 375.21 
RWS1500B12 1.5kW 12V, 125A 13AC1791 494.23 
RWS1500B15 1.5kW 15V, 100A 13AC1792 494.23 
RWS1500B24 1.5kW 24V, 63A 13AC1793 494.23 
RWS1500B36 1.5kW 36 V, 42A 13AC1794 494.23 
RWS1500B48 1.5kW 48 V, 32A 13AC1795 494.23 
fie 85 V to 265 V, Double Sided Board Coating 
GeRiinsien @ RWSS0B5/CO2 SOW 5V,10A 79X0868 50.96 
Available @ RWS50B12/C02 51.6W 12V,4.3A 79X0865 50.96 
cw us @ RWS50B24/CO2 52.8W 24V,2.2A 79X0866 50.96 
@ C € @ RWS50B48/CO2 52.8W 48V,1.1A 79X0867 50.96 
@ RWS100B5/CO2 70W 5V,14A 62X6230 79.21 
@ RWS100B48/CO2 100.8W 48V,2.1A 62X6229 79.21 
@ RWS100B12/CO2 102W 12V,8.5A 62X6227 79.21 
@ RWS150B5/CO2 105W 5V,21A 62X6234 91.94 
@ Wide range AC input 85 to 265VAC (300VAC @ Simplified functionality @ RWS100B24/C02 108W 24V, 4.5 62X6228 79.21 
. i a 7 ae oa lr leetebetn @ RWS150B12/CO2 156W 12 V, 13A 62X6231 91.94 
e Ehdosed tesa compact size e UL eeonnieet, Cok cated Cn oui SRWSISUBAAE NZ ae 24V, 6.58 G2 GRY 91.94 
: . : : : @ RWS150B48/CO2 158.4W 48 V,3.3A 62X6233 91.94 
RWS-B series AC-DC power supplies comprise of four models rated from 50 to 1500W featuring a “simple 
function” design to deliver solid basic performance with additional functionality optimized with regard to customer @ RWS300B5/CO2 250W 5V, 50A 62X6247 140.68 
requirements and specific applications. Improved efficiency at low loads and power consumption during standby. @ RWS300B12/CO2 300W 12V, 25A 62X6235 140.68 
The service life of the el lectrolytic capacitors is rated for at leas! five years, resulting in increased reliability. Ideal @ RWS300B15/C02 300W 15V, 20A 62X6238 140.68 
for use in general industrial equipment including automated devices for industrial and commercial applications, 
measuring instruments, and communications equipment. @ RWS300B24/CO2 300w 24V, 12.54 62X6240 140.68 
Models 700B | 150B | 300B @ RWS300B36/C02 302.4W 36 V, 8.4A 62X6243 140.68 
AC Input Voltage 85 - 265VAC (47-63Hz), 300VAC for 5 seconds @ RWS300B48/CO2 302.4W 48V, 6.3A 62X6245 140.68 
Range: @ RWS600B5/CO2 500W 5V, 100A 62X6266 284.69 
DC Input Voltage 120 - 370VDC (47-63Hz), 330VDC for RWS600B, @ RWS600B12/CO2 600W 12V,50A 62X6249 284.69 
Range: SHOVE for RWS 10008 andiRWS15005 @ RWS600B15/C02 600W 15V,40A 62X6253 284.69 
ies (ee | eee a’ © RWS600B24/C02 600W 24V, 254 62X6256 284.69 
input Current 14/07 | 13/0.7A | 1.9/4A | 38/210 19/100 @ RWSG00B48/C02 BOOW ABV, 12.58 B2xez63 284.69 
100 / 200VAC Typ.): @ RWS600B36/CO2 601.2W 36 V, 16.7A 62X6260 284.69 


Leakage Current 750A max., typically 175A 1.2mA max., 
Max.): @ 115VAC, 63Hz typically 175yA 
@ 115VAC, 63Hz 
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RWS-B SERIES 50 TO 1500W SINGLE OUTPUT INDUSTRIAL POWER 


POWER SUPPLIES 


SWITCHING POWER SUPPLIES 


HWS50-1500/HD SINGLE OUTPUT INDUSTRIAL POWER SUPPLIES (CONT.) 


SUPPLIES (CONT.) Output Output Price Each 
Output Output Price Each Mfg. Part No. Power 1 Stock No. 1-9+ 
Mfg. Part No. Power 1 Stock No. 1-9+ 85 V to 265 V, Conformally Coated PCB, Dimensions (WxHxD): 5 x 3.25 x 11” 
85 V to 265 V, Remote On/Off @ HWS150036/HD 1.512kW 36 V, 46.5A 05M7867 1867.32 
@ RWS300B5/R 250W 5V,50A 62X6248 130.71 85 V to 265 V, Dimensions: 2.4 x 3.23 x 6.5 
@ RWS300B12/R 300W 12V, 25A 62X6236 130.71 @ HWS300-3/HD 198W 3.3 V, 60A 05M7880 541.51 
@ RWS300B15/R 300W 15 V, 20A 62X6239 130.71 @ HWS300-5/HD 300W 5V,60A 05M7882 541.51 
@ RWS300B24/R 300W 24V,12.5A 62X6241 130.71 @ HWS300-12/HD 324W 12V,27A 05M7876 541.51 
@ RWS300B36/R 302.4W 36 V, 8.4A 62X6244 130.71 @ HWS300-15/HD 330W 15 V, 22A 05M7877 541.51 
@ RWS300B48/R 302.4W 48V,6.3A 62X6246 130.71 @ HWS300-24/HD 336W 24V,14A 05M7878 541.51 
85 V to 265 V, Remote On/Off, Remote Sense, Parallel Operation, DC Good Signal @ HWS300-48/HD 336W 48V,7A 05M7881 541.51 
@ RWS600B5/FO 500W 5V, 100A 62X6267 284.69 85 V to 265 V, Dimensions: 3.94 x 3.23 x 6.5” 
@ RWS600B5/RFO 500W 5V, 100A 62X6268 284.69 @ HWS600-5/HD 600W 5V, 120A 39P8165 693.67 
@ RWS600B12/FO 600W 12V,50A 62X6250 284.69 @ HWS600-48/HD 624W 48 V,13A 39P8164 693.67 
@ RWS600B12/RFO 600W 12V, 50A 62X6251 284.69 @ HWS600-12/HD 636W 12V,53A 05M7893 693.67 
@ RWS600B15/FO 600W 15V, 40A 62X6254 284.69 @ HWS600-15/HD 645W 15V,43A 05M7894 693.67 
@ RWS600B15/RFO 600W 15V,40A 62X6255 284.69 @ HWS600-24/HD 648W 24V,27A 05M7895 693.67 
@ RWS600B24/FO 600W 24V,25A 62X6257 284.69 85 V to 265 V, Dimensions: 5 x 3.2 x 9.5” 
@ RWS600B24/RFO 600W 24V, 25A 62X6258 284.69 @ HWS1000-5/HD 1kW 5V, 200A 39P8163 1566.36 
@ RWS600B48/FO 600W 48 V,12.5A 62X6264 284.69 @ HWS1000-48/HD 1.056kW 48 V,22A 39P8162 1566.36 
@ RWS600B48/RFO 600W 48 V,12.5A 62X6265 284.69 85 V to 265 V, Dimensions: 5 x 3.25 x 11” 
@ RWS600B36/FO 601.2W 36 V, 16.7A 62X6261 284.69 @ HWS150012/HD 4.5kW 12V,125A 05M7864 1867.32 
@ RWS600B36/RFO 601.2W 36 V, 16.7A 62X6262 284.69 @ HWS150015/HD 1.5kW 15 V, 100A 05M7865 1867.32 
PIM_211918 @ HWS150048/HD 1.536kW 48 V, 32A 05M7869 1867.32 
@ HWS1500-24/HD 1.56kW 24V,70A 03M5936 1867.32 
GWS SERIES SINGLE OUTPUT POWER SUPPLIES TDK-Lambda Price Each 
RoHS Mfg. Part No. Description Stock No. 1-1-9+ 
Geptinpian @ DIN-01 DIN Rail Mounting Kit, HWS15 / HWS30 Series 76K0756 = 
> C € @ @ DIN-03 DIN Rail Mounting Kit, HWS80 / HWS100 / HWS150 Series 67K3635 22.38 
| PIM_172774 


GWS500 

GWS250 
® Standby power draw < 0.5W © Output remote programming 
© Average active efficiency @ 230V: 92.7% © Down to 25% load: Class C harmonics (IEC 
e ErP compliant 61000-3-2) 
@ 41mm height (1U compatible) @ Allows use in lighting equipment 
© Convection cooled (250W) @ Five-year manufacturer's warranty 
@ 5V/300mA Aux supply 


Model 
AC Input Voltage: 


GWS250 GWS500 


85 - 264VAC 


LS SERIES SINGLE OUTPUT GENERAL PURPOSE TDK:-Lambda 


POWER SUPPLIES 
RoHS 
COs 
Available 


@ Small size © Withstands 300VAC surges (5s) 
@ 415VAC or 230VAC input @ Three-year manufacturer's warranty 


Ideal for use in test and measurement, and automated service applications. Power factor meets EN61000-3-2, 
-3. Mounting plates available, go online or call. 


SPECIFICATIONS: 


Input Frequency: 47 - 63Hz LS35 LS50 LS150 
DC Input Voltage: 120 - 373VDC age 88-264VAC 88- 
Power Factor: Meets EN61000-3-2 (Typical PF 0.98/0.95) (300 VAC for 5s): 132/176- 
Operating Temperature: -25°C to +70°C; derate linearly to 50% load from +50°C to +70°C ak 
Safety Agency Approvals: UL60950-1, ore Lo gion EN60950-1 2nd ipa Fenn = _ TE - 
Dimensions (L x W x H): 7.8x4.1x 1.61 8.6x4.1x 1.61 NPUE Vonage: ane 
Output Output Price Each Operating Temperature: -25° to +70°C. Derate linearly to 50% load from +50° to +70° 
Mfg. Part No. Power 1 Stock No. 1-9+ Safety Agency Approvals: UL60950-1, EN60950-1, IEC60950-1, CE Mark 
85 V to 264 V Conducted and EN55011/EN55022-B, FCC-B 
@ GWS250-12 250W 12V, 21A 4870587 201.39 Radiated EMI: 
© GWS250-24 250W 24V, 105A 4870588 201.39 Dimensions (Lx Wx'H"): 
@ GWS250-36 250W 36 V, 7A 4870589 — 
@ GWS500-24 500W 24 V, 21A 6474979 304.33 Output Output Price Each 
@ GWS500-48 500W 48 V, 10.54 6474981 304.33 Mfg. Part No. Power 1 Stock No. 1+ 
PIM_196514 88 V to 264 V 
@1S35-3.3 35W 3.3V,7A 06R2929 28.95 
@1S35-5 35W 5V,7A 06R2932 19.81 
HWS50-1500/HD SINGLE OUTPUT INDUSTRIAL TDK-Lambda e1ss42 35W 12V,3A 70R7005 7avon 
POWER SUPPLIES @1S35-15 35W 15V,24A 06R2928 27.64 
(ee @) @ @ 1835-24 35W 24V,1.5A 06R1736 27.93 
¥ @1S35-36 35W 36V, 1A 06R2930 = 
C € @1S35-48 35W 48 V, 800 mA 06R2931 28.95 
88 V to 264 V, Derate linearly to 50% load from 40°C to 70°C 
@1S1503 150W 3.3 V, 30A 08N2997 72.30 
@1S1505 150W 5V, 26A 08N3000 61.86 
= 88 V to 264 V, Derate linearly to 60% load from 40°C to 70°C 
© Limited lifetime manufacturer's warranty © Universal input, 85-265VAC @ 1S25-3.3 25W 3.3V,6A 57P6385 19.74 
@ -10°C to +71°C Operation (-40°C start up) © Conformally coated pcbs 88 V to 264 V, Derate linearly to 60% load from 45°C to 70°C 
@1S1005 100W 5V,16A 08N2993 48.05 
> CONTINUED > > CONTINUED > 
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SWITCHING POWER SUPPLIES 


LS SERIES SINGLE OUTPUT GENERAL PURPOSE POWER SUPPLIES LZSA SERIES SINGLE-OUTPUT INDUSTRIAL 


TDK:-Lambda 


(CONT.) POWER SUPPLIES 
Price Each © Input transient protected RoHS | 
Mfg, Part No. pea a Stock No ae A0°C to #71°C operation valabie 
J a © MIL-STD-810E vibration / shock 
88 V to 264 V, Derate linearly to 60% load from 50°C to 70°C @ UL508, SEMIF47, factory mutual (Class 1, @) C € 
@ 1825-5 25W 5V,5A 06R2927 17.66 bad 2) ; ; 
@ 1825-12 25W 12V,21A 10R7004 19.39 Ok Ve yea Manulecel Waa 
Ideal for industrial applications requiring reliable 
@ 1825-15 25W 15V, 1.7A 06R2923 17.25 performance under harsh operating conditions. 
@ LS25-24 25W 24V,1.1A 06R2924 de2 5) Features superior thermal design and wide range 
adjustment of output. Mfg. part no. LZSA15003-001 
= — _ — - —~ _ — 25.40 is an upgraded version designed to deliver increased power. 
Li fi m 25.40 a 
Output Output Price Each 
SiSiolz ia TANGA DEN3008 ee Mfg. Part No Power 1 Stock No 1-94 
@1S7515 TSW 15V,5A 08N3009 35.27 85 V to 265 V7 ; 
@ 187524 75 24V, 3.28 eSNG uO @ LZSA-500-3 504W 2A, 21A 053602 1201.62 
@1Si6u6 eu SO 2A DBNS0I2 ue @ LZSA-1000-2 1,008KW 12V,84A 88Mi9794 1722.99 
ec ee eT 
oan OW aWaeK aire aldetd) @ LZSA15003-001 1.5 1kW 24 V, 63A 73R5244 2108.99 
= — eles PIM_109387 
@1S10048 100W 48V,2.3A 08N2992 35.84 
@1S10015 105W 15V,7A 08N2988 eas 
88 V to 264 V, Derate linearly to 70% load from 50°C to 70°C SWS600/1000L SERIES SINGLE OUTPUT LOW TDKLambda 
@1S50-3.3 SOW 3.3V,10A 41R6822 33.58 i POWER 
@1S505 SOW 5V,10A 08N3007 33.58 
© Low cost RoHS 
@ 1S5012 50W 12V,4.2A 08N3001 24.15 © Low profile Compliant 
@ 185015 50W 15V,34A 08N3002 32.91 © Active power factor correction Avalable 
© Universal input (85 - 265VAC) 
@Ls5024 _ 24V, 228 ULE 2081 © Input transient protected IEC61000-4 ) @ 
@1S75-3.3 TSW 3.3 V, 15A 41R6823 13.89 © Medical certifications SWS1000L series 
@ S755 75W 5V,12A 08N3014 36.20 SWS600/1000L series feature power factor 
@ 1815012 150W 12V, 12.5A 08N2994 36.94 ata nell ~ nein li ne 
support global use. Variable fan speed provides 
@1S15015 1S0W 15V, 10. 08N2995 36.94 greater reliability and lower acoustical noise. 
@1S15024 150W 24V,6.5A 08N2996 36.94 SPECIFICATIONS: 
© 115036 150W 36V, 4.3A 08N2998 58.59 Mfg. Part No. SWS600 SWS1000L 
@ 1515048 mau AON SSSA USNEEEE) 74.92 Input Voltage Range: 85 - 265VAC 47 - 63Hz or 120 - 350VDC 
Price Each Power Factor: Meets EN61000-3-2 Class A 
Mfg. Part No. Description Stock No. 4-1-9+ Conducted and Radiated EMI: EN55011/ EN55022-B, FCC Class B 
@LS-DIN3 Mounting Kit, DIN Rail, LS100, LS150 Series 41R6820 9.98 Operating Temperature: -40°C start up. -20°C to 74°C, derating linearly to 50% load 
@LS-DIN1 Mounting Kit, DIN Rail, LS25, LS35, LS50 Series 41R6818 8.40 — above 50°C 
Safety Agency Certification: UL, CSA, EN60950-1, UL60601-1 (1000W only), IEC61010-1 
PIM_115479 (600W only), EN50178, CE Mark 
Dimensions (WxHxD): 2.4.x 4.72 x 7.48" 2.4 x 5.91 x 9.45" 
LS200 SERIES SINGLE OUTPUT, GENERAL é mi ; 
PURPOSE POWER SUPPLIES TDK La ib da Output Output Price Each 
© Sialleze eas Mfg. Part No. Power 1 Stock No. 1-9+ 
0) ¥ 
© 115VAC or 230VAC input Gop tinpian 85 V to 265 V 
@ Withstands 300VAC surges (5s) @ SWS600L-3 396W 3.3 V, 120A 94M5293 300.96 
bette Leaeuinaialy — @) G @ SWS6OO0L-5 600W 5V, 120A 51M3234 300.96 
series are enclosed style general purpose 
power supplies with internal fan. Ideal for use in © SWS600L-60 S00W B0V, 10A oa i5296 300.96 
light industrial, automated service, and test and @ SWS600L-48 624W 48 V, 13A 94M5295 300.96 
measurement applications. U channel style with no @ SWS600L-12 636W 12V,53A 51M3232 300.96 
internal fan available; go online or call. ® SWS600L-15 B45W T5V,43A 94M5292 300196 
@ SWS600L-24 648W 24V,27A 51M3233 300.96 
SPECIFICATIONS: @ SWS600L-36 648W 36 V, 18A 94M5294 300.96 
AC Input Voltage (300 VAC for 5s): 85 - 264VAC 85 V to 265 V, Medical 
eee im SaVBC =i sco ahaa sanaaay a 
- = - 1kW 5V, 200A 94M5290 
Operating Temperature: -25°C to +70°C. Derate linearly to 60% load from +50°C to +70°C © SOE > TOokW GOV ITA 94M5291 Gila 
Safety Agency Approvals: UL60950-1, EN60950-1 (cUL), IEC60950-1 2nd Edition, CE Mark = ; cia 36 7 ry caMISaa SHEOS 
Conducted and Radiated EMI: EN55011/EN55022-B, FCC-B SWS IONS 3 5 Gulls 
Dimensions (L x W x H"): 7.8 x 3.9 x 1.61" @ SWS1000L-15 1.05kW 15V,70A 94M5285 611.05 
: @ SWS1000L-12 1.056kW 12V, 88A 94M5284 611.05 
Output Output |PriceEach =“ @ SwS1000L-24 T.056KW 24V, 44 A 94M5286 611.05 
ay mo ve: Soattwiin row = 1 stockiNo: ie @ SWS1000L-48 1.056kW 48 V,22A 94M5289 611.05 
‘O , Enclosed with Internal Fan PROG? 
@1S200-3.3 200W 3.3V,40A 72R3600 86.87 
@1S200-5 200W 5V,40A 72R3603 86.87 
Sine Saini ee Tae ses7_-ZPSA SERIES 20W TO 100W AC/DC POWER TDK-Lambda 
@1S200-12 200W 12V, 16.7A 72R3597 72.50 SUPPLIES 
RoHS 
@1S200-24 200W 24V,8.4A 72R3599 72.50 Geena 
@1S200-36 200W 36 V, 5.6A 72R3601 82.92 Available 
@1S200-48 200W 48V,4.2A 72R3602 72.50 @) G 
PIM_176261 


ZPSA20 
ZPSA100 


@ Single output © Low profile, industry standard footprint 
@ Wide range AC input © Global safety agency compliance 


ZPSA series features industry standard footprint with up to 88% efficiency, wide range AC input for global 
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SWITCHING POWER SUPPLIES 


ZPSA SERIES 20W TO 100W AC/DC POWER SUPPLIES (CONT.) CUT75 SERIES, 75 WATT DUAL OR TRIPLE OUTPUT 4 
operation and Class B conducted EMI reduces system filtering required. Meets EN61000-4 immunity. POWER SUPPLIES TDK-Lambda 


SPECIFICATIONS: @ 3"x5" x 1.06" footprint 
Mfg. Part No. ZPSA40/60 ZPSA100 : 
Input Voltage Range: 90-264VAC (47 - 440Hz) or 120-370VDC e 
Ripple and Noise*: 1% or 50mV whichever is greater 1% (5V: 2%) ° 


Output 1 isolated from outputs 2 & 3 
No minimum loading 

Convection cooled 

Three year warranty 


Conducted and Radiated EMI: EN55022-B, FCC Class B 

Operating Temperature: 0°C to +70°C with derating 

Safety Agency Certification: UL60950-1, CSA60950-1, EN60950-1 Class I, CE Mark (LVD) 
Dimensions (WxLxH): 2x4x 1.07" 3x 5x 1.05" 


Models CUT75-522 CUT75-5FF 


AC Input Voltage Range: 85V to 265V ac 


Output Output Price Each DC Input Voltage Range: 120V to 370V de 
Mfg. Part No. Power 1 Stock No. 1-9+ Inrush Current (100 / 200VAC): 2A/1A 
90 V to 264 V Overvoltage Protection: V1: 5.7V to 7V V1: 5.7V to 7V 
@ ZPSA203R3 14.50 3.3V,44A 94M5300 25.83 V2: 13.8V to 18.8V V2: 47.2V to 21V 
© ZPSAA03R3 a eave css ae ae ae Approvals: UL60950-1 ae LER 1, CE Mark 
oe —- a a =< Conducted & Radiated EMI: EN55011, EN55022-B, FCC--B 
@ ZPSA605 40Ww 5V.BA 94M5321 34.42 Operating Temperature: -20°C to 70°C, derate linearly to 60% load from 50° to 70° 
. - Dimensions: 3” x 5” x 1.06” 
@ ZPSA409 40w 9V,4.45A 94M5312 31.84 
@ ZPSA4015 40w 15V, 2.67 A 94M5304 31.84 Output | Output Output Output Price Each 
ZPSA40-24 40W 24 V, 1.67A 88X0268 31.84 Mfg. Part No. Power 1 2 3 Stock No. 1-9+ 
@ ZPSA4028 40W 28 V, 143A 94M5306 31.84 85 V to 265 V, Baseplate, JST Connectors 
@ ZPSA4030 40W 30 V, 133A 904M5308 AeA CUT75522/B 75w | 5V,8A | 12V,3A | -12V,1A | 41¥4283 | 99.70 
@ ZPSA4036 40W 36 V, 1.11A 945309 31.84 CUT755FF/B 75W 5V,8A 15 V,2.5A -15V,1A 41Y4277 99.70 
@ ZPSA4048 40W 48 V, 834 mA 94M5310 31.84 85 V to 265 V, Baseplate, Screw Connections 
ZPSA60-24 BOW 24V,25A 38Y7616 34.42 CUT75522/TB 75w | 5V,8A | 12V,3A | -12v,1A | 41¥4286 | 99.70 
© ZPSA6048 BOW 48V, 125A 94M5320 34.42 CUT755FF/TB 75W 5V.8A | 15V,25A | -15V,1A | 41¥4280 99.70 
@ ZPSA100-5 100W 5V,20A 2479681 = 85 V to 265 V, Cover, JST Connectors 
@ ZPSA100-9 100W OV, 11.2A 2479682 CUT75522/A 75W 5V,8A 12V,3A -12V,1A 41Y4282 106.34 
“ezpsaio-12 |  ‘oow | 42V84A | 267976 | — CUT755FF/A 75W 5V,8A | 15V,25A | -15V,1A | 41¥4276 | 106.34 
@ ZPSA100-15 400W 15V,67A 2419677 a 85 V to 265 V, Cover, Screw Connections 
“ezpsaio-1g. | toow | 1@V56A |  2aToe78 | .— CUT75522/TA 75W 5V,8A 12V,3A 12V,1A | 41Y4285 | 106.34 
@ ZPSA100-24 400W D4 V, 4.2 2479679 ae CUT755FF/TA 75W 5V,8A 15 V,2.5A -15V,1A 41Y4279 106.34 
@ ZPSA100-48 400W 48 V,2.1A 2479680 a 85 V to 265 V, Open Frame, JST Connectors 
PIM. 110631 CUT75522 75W 5V,8A 12V,3A A2V,1A 41Y4281 25 
_ CUT755FF 75W 5V,8A 15 V,2.5A -15V,1A 41Y4275 97.48 


85 V to 265 V, Open Frame, Screw Connections 
SC SERIES SINGLE- AND MULTIPLE-OUTPUT TDK:Lambda CUT75522/T mw | 5V,8A | 12V,3A | -12V,1A | 44¥4284 | 97.48 
POWER SUPPLIES CUT755FF/T 75W 5V,8A 15V,25A -5V,1A 41Y4278 97.48 


© Global Safety Agency Compliance RoHS | 
© Meet EN61000-4 (-2 to -6) Comal PIM_5410241 


specifications : ———————— ee 
el t \ 
; ina profile AW @ SCP-X SERIES EXTREME ENVIRONMENT POWER SO LACH D 
© One-year manufacturer's warranty SUPPLIES 
© UL recognized, CSA certified, CE © |P66/67 rated versatile enclosure : RoHS 
compliant © 24V, 100V to 240V/AC, up to four : comalent 


AC input: 85-264VAC; 47-63Hz. 
Dimensions: 3’L x 5’W. 


outputs at 3.8A Nominal Current 
(per pair for dual models) 

Class 2 Listed power supply for 
stand alone applications 


Output Output Output Output Price Each © Can be mounted in any orientation € 
Mfg. PartNo. | Power 1 2 3 StockNo. | 1-9+ ee aoa ena 
© Safety approved for AC an 
85 V to 265 V universal input 
@ SCS4024 40w 24V, 1.6A os “ 48F6445 _ © Reliable operation from -40°C to 
@ SCS4048 4ow | 48V, 900 mA ai is 48F6447 = ene vipa td 
e reen 
@SCT42 40w 5V,4A 12V,2A | -12V,500mA | 72K0382 = © Worldwide approvals 
@ SCT45 40W 5V,4A 15V,2A | -15V,500mA | 72K0385 a5 © Five year limited warranty 
@ SCT62 40w 5V,7A 12V,3A | -12V,700mA | 72K0390 com Control Output Models 
a © Designed for Control Power applications where a Isolated Output Models 
@ scs60t2 Sow 12NyA = - aSE S06 grounded power supply output is required @ Designed for application where an isolated output 
@ SCS6024 60W 24V,2.5A i iat 48F3107 aoe @ Input connector: 3-PIN IP67 molded plug externally from ground is required such as DeviceNet™ 
@ SCS6028 60W 28V,2.1A ass 82K8618 = hreaded with 7/8”-16 UN mounting thread © Input connector: 3-PIN IP67 molded plug externally 
© Output connector: 4-PIN IP67 molded receptacle threaded with 7/8"-16 UN mounting thread 
Stoo aa gous Un = = Case — internally threaded with 7/8”-16 UN mounting © Output connector: 4-PIN IP67 molded receptacle 
@ SCD601515 60W 15V,22A | -15V,1.8A i 72K0352 _ hread internally threaded with 7/8"-16 UN mounting 
@ SCT63 60Ww 5V,7A 15V,2.8A | -15V,700mA | 72K0391 59.86 thread 
@ sCT65 60W 5V,7A__| 24V,1.5A | 12, 700mA | 72K0393 = Output Output Output Price Each 
90 V to 264 V Mfg. Part No. Power 1 2 Stock No. 1-4+ 
@ SCS120PW12 120W 12V, 10A aa a 80K8510 67.13 85 V to 264 V, Control Output 
@SCS120PW15 120W 15V, 8A is ‘bs 80K8511 67.13 SCP100S24XCP1 100W 24 V, 3.8A ie 83X9949 517.35 
@SCS120PW24 120W 24V,5A its eS 80K8512 67.13 SCP102D24XC02 100W 24V, 7.6A 24V, 7.6A 68Y5143 1143.25 
@ SCS120PW32 120W 32 V, 3.75A sis i 2478974 67.13 85 V to 264 V, Isolated Output 
@ SCS120PW36 120W 36 V, 3.34A $i i 2478975 67.13 @ SCP100S24XDVN1 95W 24V, 3.8A is 83X9950 482.86 
@ SCS120PW48 120W 48V,2.5A oi ies 2478976 67.13 SCP102D24XD02 100W 24V, 7.6A 24V,7.6A 68Y5144 1191.81 
PIM_49379 PIM_84800 


1.800.463.9275 ¢ newark.com elementiu 815 


POWER SUPPLIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


SWITCHING POWER SUPPLIES 


TML SERIES 5TO 30W AC/DC POWER {i TRACO POWER _IXLSERIES, 25 TO 300 WATT, SINGLE AND MULTIPLE OUTPUT 


MODULES ENCLOSED POWER SUPPLIES (CONT.) 
ec lated li RoHS 5 
e PCB mount Br ciece ali with screw Gepeinoiat Output Output Output Output | Price Each 
terminals Available Mfg. Part No. Power 1 2 3 Stock No. 1-4+ 
© Single, dual and triple output models A \¥ Us 85 V to 264 V 
: Sbload ee ae oe @ TXL 230-128 20w | 12V,19.2A z a 7670959 | 130.97 
imac C € @ TXL 230-248 20w | 24V,96A 2 4 7671338 = 
© Short circuit and overload protection @ TXL 1000-245 1000W 24V,40A i: ie 1272448 — 
@ Three-year manufacturer's warranty PIM_178875 
Chassis Mount 
Output Output Output Output Price Each aed a WATT, AC/DC ii TRACO POWER 
Mfg. Part No. Power 1 2 3 Stock No. 1-4+ 
85 V to 264 V, Chassis Mount Geena 
@ TML 15105C 15W 5V,3A ais ia 51R5363 = valet 
ermiisii2c | tow | 12V,125A : 7 51R5365 = cd us 
@ TML 15124C 15W | 24V,625mA us is 51R5367 = 
@ TML 15212C 15W | 12V,650mA | -12 V, 650 mA “is 51R5369 = 
@ TML 15215C 15W | 15V,500mA | -15 V, 500 mA é 51R5371 = 
@ TML 15515C 15W 5V,2A 15V,150mA | 15V,150mA | 51R5375 e5 
@ TML 30105C 30W 5V,6A ass is 51R5377 os 
esIME SIZ an abt — — eiRsse = PCB Mount with Solder Pins Chassis Mount with Screw Terminal Block 
85 Vito 264 NV, FCB Mount Features: ® Regulation: 
@ TML 10212 TOW | 12V, 380 mA | -12 V, 380 mA os 51R5360 = © Ultra compact, low profile plastic case © Line variation: + 1% max. 
@ TML 15515 15W 5V,150mA | 15V,150mA | -15V,150mA | 51R5374 oes © Single, dual and triple output models © Load variation: + 1% max. (single output models) 
@ Universal input 85-264VAC, 47-440Hz @ +2.5% max. (balanced load)(dual output models) 
TMi 15512 | SW | SV 2A__ | 12¥, 200mA | -12', 200 mA [SIRSST2a Protection class II @ +1% max. (triple output models) 
@ TML 30105 30W 5V,6A ts a 51R5376 —- @ |EC/EN/UL 60950-1 approval, CB-report © Ripple & Noise: 30 mVpk-pk max. (20 MHz BW) 
@ TML 30112 30W 12V,2.5A ee le 51R5378 = © Short circuit and overload protection © 1/0 isolation: 3000VAC (60 sec.) 
es ere ev a | @ Three-year manufacturer's warranty © Operating temperature range: -40°C to +60°C, 
@.TML 90128 30W can eT = ae oiR53e0) = Specifications: above +50°C derating 3.5%/K 
@ TML 30512 30W 5¥,630mA_| 12V,630mA | -12V, 630 mA | S1R5385 = TMP series AC/DC power modules are fully encapsulated power supplies in an ultra-compact module. They 
PIM_203958 feature easy chassis mounting with screw terminal block connection or direct PCB mounting with solder pins. 
Full compliance with International safety standards for industrial control equipment qualifies the products for 
worldwide markets. DIN rail mount adaptor is also available; go online or call. 
TXL SERIES, 25 TO 300 WATT, SINGLE Ij TRACO POWER Otteit| . Oakel Output Output Price Each 
AND MULTIPLE OUTPUT ENCLOSED Mfg. Part No. | Power 1 2 3 Gesu | ee | 
POWER SUPPLIES 85 V to 264 V, Chassis Mount with Screw Terminal Block 
Gop einpian @ TMP 15105C | 15W 5V,3A se 2 51R5415 | 42.32 
Avaliable @ TMP 15112C | 15W | 12V,1.25A ie si 51R5417 | 46.92 
cWAd us @ TMP 15515c | 15W | 5V,2A | 15V,150mA | -15V, 150mA | 51R5429 | 49.59 
@ TMP 30105C 30Ww 5V,6A dis ai 51R5431 59.80 
C € @ TMP 30112C 30W 12V,2.5A «is ie 51R5433 59.80 
@ TMP 30124C 30W 24V,1.25A iz dee 51R5435 = 
@ TMP 30148C 30W | 48 V, 625 mA - isi 51R5437 59.80 
@ TMP 30215C 30W 15V,1A -15V,1A ass 51R5441 = 
@ TMP 30515C 30W 5V,3A 15V, 500 mA | -15V,500mA | 51R5445 77.63 
Features: ® UL recognized, CE compliant 85 V to 264 V, PCB Mount with Solder Pins 
i oii ere wa soba a. anor tid 2 @ TMP 07103 46W 3.3V,1.4A . . 51R5405 24.39 
ice of single, dual and triple output models ine variation: + 1% max. 
© Multiple output models with isolated outputs © Load variation: 2% max. (single output models) © TMPM 10103 8.3W 3.3V, 2.5A ea = 51R5446 29.37 
© Universal input 85 to 264 VAC @ 4% max. main output/ 6% max. for output 2/3 @ TMPM 10105 10W 5V,2A ase das 51R5447 29.37 
© Overload and short-circuit protection 20-100% load (multiple output models) @ TMPM 10115 40W 15 V, 665 mA . . 51R5449 29.37 
@ Three-year manufacturer's warranty @ Ripple and noise: 3.3 VDC output <50mV (20 
 EMI/EMC compliance with EN 61000-6-3 and EN MHz BW) @TMPM 10124 | 10W | 24V, 415 mA “ “ 51R5450 | 29.37 
61000-6-1 @ 1/0 isolation: 3000VAC (input/output) @ TMP 10212 10W | 12 V, 380 mA | -12 V, 380 mA | -12 V, -380 mA | 51R5412 = 
a le ale to . ee (PFC) _— me eg bal salen os care 0 e@tmp 10215 | 10W | 45V,300mA | -15V, 300 ma | -15V,-300mA | 51R5413 =a 
series compact, encased power supplies designed for a wide range of cost-critical applications. Features a 
low-profile metal case and screw terminal block connection making these units easy to install in any equipment. @ TMP 15105 15W 5V, 3A as at SIRS414 33.58 
Outout aia Output Dalat Price Each @ TMP 15112 15W 12 V, 1.25A és a 51R5416 —_ 
igiPetNe, | Pouer | 4 ee MPT stockNo. | agar ~«SO@ TMP 15148 [ 15W | 48V, 310mA ~ 2 51R5420 | 33.58 
85 V to 264V @ TMP 15212 15W | 12V,650 mA | -12 V,650 mA | -12 V, -650 mA | 51R5422 35.24 
@ TXL 025-05 25W 5V.5A 7 - 51R5695 37.13 @ TMP 15512 15W 5V,2A 12V, 200 mA | -12V,200mA | 51R5426 40.85 
© TXL 025-125 zw | 12V,21A Ss i 51R5696 | 33.49 IME SO12E | SOW [ANS 25 A 7 Z S1R5434 | 53.93 
@ TXL 025-248 25W 24V,1.1A 7 . 51R5697 37.13 @ TMP 30148 30W | 48V, 625 mA ts tis 51R5436 50.88 
@ TXL 035-058 35W 5V.7A - - 51R5700 43.52 @ TMP 30515 30W 5V,3A 15 V, 500 mA | -15V,500mA | 51R5444 67.39 
@ TXL 035-128 35W 12V,3A 53s i 51R5703 nes PIM_178873 
@ TXL 035-1515D 35W 15V,24A | -15V,1.5A ee 51R5705 58.25 
© TXL 050-058 sow |v, 108 w 7 51R5707 | 50.14 _ + AWSP SERIES SINGLE OUTPUT SWITCH MODE 
@ TXL 060-248 60w | 24V,2.5A oe a 51R5716 50.14 POWER SUPPLIES 
@ TXL 060-0524D 60W 5V,6A 24V,2.2A ie 51R5712 = The AWSP series is a single output power supply. Ros ; 
This closed frame design provides high reliability for ompliant 
STi ied oy eueh 1aviaik BY piRSiY = a wide variety of applications, including the industrial Available 
@ TXL 060-0534T! Sow 5V,6A 12V, 1.5A | 24V, 1.2A | S1R5714 _ and telecommunications markets. Excellent AY 
@ TXL 060-0522T| 60W 5V,7A 12V,3.5A -12V,1A 51R5711 = performance specifications are provided, together 
with compliance to European EMC and Low Voltage 
@ TXL 060-0533T| 60W 5V,7A 15V, 3A -15V,1A 51R5713 oe directive: 
@ TXL 060-0521TI 60W 5V,8A 12V,3.5A -5V,1A 51R5710 = 
@ TXL070-128 7ow | 12V,6A = e 51R5718 = — 
@ TXL 100-48S 100W | 48V,2.3A 3 fa 51R5729 = SPECIFICATIONS 
@ TXL 100-0524D' 100W | 5V,12A | 24V,3.5A “ 51R5724 _ Mfg. Part Nos. AWSP40/AWSP60 AWSP100/AWSP150 
@ TXL 100-0521TI 100W 5V,12A 12V,5A 5V,1.5A 51R5722 = Input Voltage: 85-264VAC 88-264VAC 
@ TXL 150-245 150W | 24V,6.3A eS . 51R5733 ae Input Frequency: 47-63Hz 
> CONTINUED > > CONTINUED > 
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AWSP SERIES SINGLE OUTPUT SWITCH MODE POWER SUPPLIES (CONT.) 


UCP225 SERIES, 225 WATT SINGLE OUTPUT AC/DC POWER 


SUPPLIES 


Operating Temperature: -10 to 60°C 
EMC: EN55022, Class B and EN61000-3-2 
TUV: EN60950 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 264 V, Dimensions: 1.50 x 3.86 x 5.08" (HxWxD) 
@ AWSP40-24 24wW 24V,1.7A 79K5251 47.31 
@ AWSP40-5 40W 5V,7.6A 79K5252 45.30 © Low 1.18” profile U channel construction @ 12V fan output 
@ AWSP40-12 40w 12V,3.3A 79K5250 48.15 @ High power density @ Medical and ITE approvals 
Fi A e 2 y i © Hi cj 9 
85 V to 264 V, Dimensions: 1.50 x 3.86 x 6.30" (HxWxD) e Tide eon ol forced cooled ratings e we panties! a power 
@ AWSP60-5 60W 5V, 12A 79K5255 45.53 © Optional 5V standby and remote On/Off 
@ AWSP60-12 60W 12V,5A 79K5253 50.81 Input Voltage: 85-264VAC 
@ AWSP60-24 60W 24V,2.5A 79K5254 50.81 Input Frequency: 47-63Hz 
88 V to 264 V, Dimensions: 1.65 x 3.86 x 7.83" (HxWxD) No Load Input Power: <0.5W 
@ AWSP100-5 100W 5V, 20A 79K5246 81.58 Line Regulation: +0.5% 
@ AWSP100-12 100W 12V,84A 79K5244 81.58 Load Regulation: 
@ AWSP100-24 100W 24V,4.2A 79K5245 78.01 Ripple & Noise: 1% pk-pk @ 20MHz bandwidth and 10yF electrolytic capacitator in parallel 
@ AWSP150-5 150W 5V,30A 79K5249 90.68 : with 0.1yF ceramic capacitator 
@ AWSP150-12 150W 12V, 125A 79K5247 91.47 a bees hbk Spd ee 
@ AWSP150-24 150W 24V,6.3A 79K5248 100.82 1500 VAC Output to Ground 
PIM_88113 Operating Temp: -40°C to 70°C 


VCE05 SERIES, 5 WATT SINGLE OUTPUT POWER SUPPLIES 


© Class II 

@ <0.3W no load input power 
@ Peak load capability 

@ 3 year warranty 


85-264VAC derate load from 100% @ 90VAC to 90% @ 85VAC 


© Compact size 

@ Single outputs from 3.3V to 48V 
@ PCB mount 

@ Encapsulated & open frame 


Input Voltage: 


Input Frequency: 47-63Hz 


Line Regulation: +1.0% 


Load Regulation: +2% max, +3% max for 3.3-5V versions 


Safety Approvals: 


IEC60950-1, 


UL UL60950-1, CSA 22.2 No.60950-1-11, EN60950-1 


EMC: EN55022/11, level B conducted and level A radiated 
Dimensions: 1.18x 5x 3.12" 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 264 V 
@ UCP225PS12 225W 12 V, 18.75A 06AC2643 = 
@ UCP225PS15 225W 15V, 15A 06AC2644 _ 
@ UCP225PS24 225W 24V, 9.38 A 06AC2645 131.54 
@ UCP225PS28 225W 28 V, 8.04A 06AC2646 = 
@ UCP225PS48 225W 48 V,4.69A 06AC2647 = 
Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 
UCP225 TOP FAN KIT Cover Kit, Top Fan, UCP225 06AC2642 25.50 
UCP225COVERKIT Cover Kit, UCP225 06AC2641 9.18 
PIM_5678937 


GSP750 SERIES, 750 WATT SINGLE OUTPUT AC/DC POWER 


Ripple & Noise: 3.3-5V versions: 180mv pk-pk; 9-48V versions: 1% pk-pk max. 20MHz SUPPLIES 
bandwidth © 900W peak power rating for 100ms a 

Operating Temperature: -25°C to 70°C, derate linearly from 100% at 50°C to 50% at 70°C © Universal 80V to 264VAC input ° 

EMC: EN55022, level B conducted and radiated i Ue iabiate ot alia 

Safety Approvals: EN60950-1, IEC60950, UL60950-1 & CSA C22.2, No.60950-1:08 © Operating temperature: -40°C to 70°C 

Dimensions (L x W x H): VCEO5: 0.75 x 1.3 x 1.1” @ Remote On/Off 

VCE05-P: 0.705 x 1.2 x 1” @ 5V/3A standby output 
- © 3 year warranty 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ Input Voltage: 80-264VAC 

85 V to 264 V, Encapsulated Input Frequency: 47-63Hz 

@ VCE05US03 5W 3.3V,1.21A 01AC0428 13.41 Line Regulation: 40.5% 

@ VCE05US05 5w 5V,1A 01AC0430 12.18 Load Regulation: +1% 

@ VCE05US09 5w 9 V, 550 mA 01AC0432 13.41 Ripple & Noise: 1.5% pk-pk @ 20MHz bandwidth 

@ VCE0SUS12 5W 12,410 mA 01AC0434 13.41 Isolation: 3000 VAC Input to Output 

1500 VAC Input to Ground 

@ VCE05US15 SW 15 V, 330 mA 01AC0436 13.41 500 VAC Output to Ground 

@ VCE05US24 5W 24 V, 210 mA 01AC0438 13.41 Operating Temp: -40°C to 70°C 

@ VCE0SUS48 5W 48 V, 100 mA 01AC0440 13.41 Safety Approvals: | — 1EC60950-1, IEC60601-1, UL60950-1, CSA 22.2 No.60950-1-1, ANSI/AAMI 

85 V to 264 V, Open Frame ES60601-1, CSA C22.2, No.60601-1, EN60950-1, EN60601-1/A12, LVD, Class | 

@ VCE05US03-P 5w 3.3V,1.21A 01AC0429 jes EMC: EN55022, level B conducted and level A radiated 

@ VCE05US05-P 5W 5V,1A 01AC0431 Bay Dimensions: 1.65 x 10 x 4” 

@ VCE05US09-P 5W 9 V, 550 mA 01AC0433 = Output Output Priceleach 

@ VCE05US12-P SW 12 V, 410 mA 01AC0435 = Mfg. Part No. Power 4 Stock No. 4-44 

@ VCE05US15-P 5W 15 V, 330 mA 01AC0437 11.28 80 V to 264 V 

@ VCE05US24-P 5W 24 V, 210 mA 01AC0439 cee GSP750PS12-EF 750W 12 V, 62.5A 06AC2638 316.26 

@ VCE05US48-P 5W 48 V, 100 mA 01AC0441 = GSP750PS24-EF 750W 24V, 31.3A 06AC2639 316.26 
PIM_5646259 GSP750PS48-EF 750W 48 V, 15.6A 06AC2640 316.26 

PIM_5678939 
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ECE80 SERIES, 80 WATT SINGLE OUTPUT AC/DC POWER a’, Ww 
SUPPLIES |] { 


Dimensions: 1.12 x 4.45 x 1.87" 
Dimensions: 1.1 x 3.6 x 1.8” 

Dimensions: 1.12 x 4.45 x 1.87” 
@ <0.3W no load input power 
© Operating temperature: -40°C to 70°C 
@ Peak load capability 
© 3 year warranty 


@ Ultra compact size 

© Single uutputs from 12V to 48V 
e Encapsulated 

© PCB and chassis mount 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


ECF40 SERIES, 40 WATT SINGLE OUTPUT AC/DC POWER SUPPLIES 
(CONT.) 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
80 V to 264 V 
ECF40US12 40W 12 V,3.34A 11AC9448 24.20 
ECF40US15 40W 15 V, 2.67A 11AC9449 21.78 
ECF40US18 40W 18 V, 2.23A 11AC9450 21.78 
ECF40US24 40W 24V, 1.67A 11AC9451 21.78 
ECF40US36 40W 36V, 111A 11AC9452 24.20 
ECF40US48 40W 48 V, 830 mA 11AC9453 21.78 
PIM_5686743 


ASB110 SERIES, 110 WATT AC/DC POWER 
SUPPLIES 
® Complete AC/DC power supply 


Shae XP 


© No extra components required XP Power 
Input Voltage: 85-264VAC © Base plate cooled p, 
Input Frequency: 47-63Hz @ Low profile in full brick package ~ ‘Y 
i ion: 9 © High efficiency - Up to 91% 
Line Regulation: = % © Univeral input a ( ) 
Load Regulation: +1% © <0.3 Wno load input power GREEN ba POWER 
Ripple & Noise: ECE80: 1%; ECE80-S: 2% pk-pk @ 20MHz bandwidth © Over current, over voltage and over 
Isolation: 3000VAC Fs bs protection @ 
Operating Temp: -40°C to 70°C, derate linearly from 100% load at 50°C to 50% load at 70°C. year warranty 
Safety Approvals: UL60950-1, CSA 22.2 No.234, EN60950-1, IEC60950-1 
EMC: EN55022, level B conducted and radiated Input Voltage: 85-264VAC 
5 Input Frequency: 47-63Hz 
Output Output Price Each . 
Mfg. Part No. Power 1 Stock No. 1-4+ ke aa ne Eowst = 
85 V to 264 V, Chassis Mount Toni moe . = ae 
oad Regulation: 
. 80W 12 V, 6.67A 06AC262 = = ~ 
CERES IZ SOW 15V 539A —— Ripple & Noise: 1% pk-pk, 20MHz BW 
ECESOUSIOS: — ee Isolation: 3000 VAC Input to Output 
ECE80US24-S 80W 24 V, 3.33 A 06AC2633 107.64 1500 VAC Input to Ground 
ECE80US36-S sow 36 V, 2.22 06AC2635 107.64 500 VDC Output to Ground 
ECE80US48-S 80W 48 V,1.67A 06AC2637 107.64 Operating Temp: -40°C to 85°C baseplate temperature 
85 V to 264 V, DIN Rail Mount Safety Approvals: UL60950-1, TUV EN60950-1, IEC60950-1 
ECE80US12-SD 80W 12 V,6.67A 17AC5100 412.17 EMC: EN55022, level B conducted and level A radiated 
ECE80US15-SD 80w 15 V, 5.33A 17AC5101 142.17 Dimensions: 4.6L x 2.4W x0.67H 
ECE80US24-SD 80W 24 V, 3.33A 17AC5102 = Output Output Price Each 
ECE80US36-SD 80W 36 V, 2.22 A 17AC5103 101.97 Mfg. Part No. Power 1 Stock No. 1-4+ 
ECE80US48-SD 80W 48 V, 1.67A 17AC5104 112.17 85 V to 264 V 
85 V to 264 V, PCB Mount @ ASB110PS12 110W 12V,9.17A 38Y7389 188.10 
ECE80US12 80W 12 V, 6.67A 06AC2628 96.31 @ ASB110PS24 110W 24V,4.58A 38Y7391 188.10 
ECE80US15 80W 15 V, 5.33A 06AC2630 96.31 PIM_5411530 
ECE80US24 80W 24 V, 3.33A 06AC2632 96.31 
ECE80US36 80W 36 V,2.22A 06AC2634 96.31 ECE SERIES, 5W TO 60W AC/ Al co — 
ECE80US48 80W 48V, 1.670 06AC2636 96.31 DC POWER SUPPLIES C € c US Sepiiniiant  } ( 
i A 
Price Each © Ultra compact size 
—— © Single outputs from 3.3 to 48V - 
Mfg. Part No. Description Stock No. 1-1-4+ e Encansuiated oe . 
ECE80 DIN CLIP DIN Rail Mounting Clip, ECE80 Series 06AC2627 Bek) © <0.3W no load input power 
PIM_ 5678941 ; Peak load capability 


SUPPLIES 


40W convection rating 

1.5 x 3” footprint 

Low 1.1” profile 

High efficiency 

Medical and ITE approvals 

High power density 

Less than 0.15W no load input power 
3 year warranty 


ECF40 SERIES, 40 WATT SINGLE OUTPUT AC/DC POWER XP 


80-264VAC. 
47-63Hz 
<0.15W 
+0.5% 
+1.0% 


12V Output: 3% pk-pk @ 20MHz bandwidth 
15V to 48V Output: 2% pk-pk @ 20MHz bandwidth 


4000 VAC Input to Output 
1500 VAC Input to Ground 
500 VAC Output to Ground 


-40°C to 70°C 


IEC60950-1, UL60950-1, CSA 22.2 No.60950-1-11, EN60950-1, IEC60601-1, 
ES60601-1, CSA C22.2 No.6061-1, EN60601-1, LVD 


EMC: EN55022/11, level B conducted and level A radiated 


Input Voltage: 

Input Frequency: 

No Load Input Power: 
Line Regulation: 
Load Regulation: 
Ripple & Noise: 


Isolation: 


Operating Temp: 
Safety Approvals: 


Dimensions: 1.11x3x 1.5” 


> CONTINUED > 


818 


Three-year manufacturer's warranty 


Input Voltage: 85-264VAC (120-370VDC) derate load from 100% @ 90VAC to 90% @ 


85VAC 
47-63Hz 
+0.5% max 
+1% max, +2% max for 3.3-5V versions 


3.3-5V versions: 60mv pk-pk; 3.3-5V -S &-SD versions: 75 mV pk-pk; all 
other models: 1% pk-pk max. 20MHz bandwidth 
-25°C to +70°C, derate linearly from 100% at +50°C to 50% at +70°C 
EN55022, level B conducted and radiated, EN61000-4, EN61000-3 
EN60950-1, UL60950-1, CSA22.2 No. 234 per cUL 
ECEOS: 1.0” x 1.0” x 0.6” 
ECE10: 1.5” x 1.0" x 0.6” 
ECE20: 2.06” x 1.07” x 0.91” 
ECE40: 3.1” x 1.5" x 1.1” 
ECE60: 3.6” x 1.5” x 1.1” 
ECE60-S, ECE60-SD: 4.09" x 1.57” x 1.12” 


Input Frequency: 
Line Regulation: 
Load Regulation: 
Ripple & Noise: 


Operating Temperature: 
EMC: 

Safety Approvals: 
Dimensions (L x W x H): 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 264 V, Chassis Mount with Screw Terminal 
@ ECE40US03-S 33W 3.3V,10A 2475133 72.47 
@ ECE60US03-S 33W 3.3V,10A 47X2581 96.22 
> CONTINUED > 
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ECE SERIES, 5W TO 60W AC/DC POWER SUPPLIES (CONT.) ECL SERIES 5-30W ULTRA COMPACT SINGLE AND MULTIPLE jay] ~~ 


ju Siti | PriceEach. 4 OUTPUT AC/DC POWER SUPPLIES 
Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 264 V, Chassis Mount with Screw Terminal 
@ ECE40US05-S 5V,8A 2475136 ae Geptimpiat 
@ ECE40US09-S OV, 4.44 2475139 72.47 Wvalieble 
@ ECE40US12-S 40w 12V, 3.33A 2475142 80.52 A” \Y us 
@ ECE40US15-S 40w 15 V, 267A 2475145 72.47 
@ ECE40US24-S 40w 24V, 1.67A 2475148 80.52 C €E 
@ ECE40US48-S 40w 48 V, 830 mA 2475151 72.47 
@ ECE60US05-S SOW 5V,10A 47X2583 Be A 
@ ECE60US09-S 60W QV, 6.67A 47X2585 96.22 oo 
SIECEOIUSIZS _ HEM ISA GRESS 99:19 ; ere dete inde outputs from 3.3 to 48V ; ae Hate Cheesa mOpA LT out 
@ ECEG0US15-S 60W 15V, 4A 47X2589 96.22 © Encapsulated PCB mount (-E suffix) © Peak load capability 
@ ECE60US24-S 60W 24V,2.5A 47X2591 96.22 © Encapsulated chassis mount w/ screw terminals ® Class II construction 
@ ECEG0US36-S 60W 36 V, 1.67A 47X2593 96.22 (-S suffix) © Three-year manufacturer's warranty 
@ ECE60US48-S 60W 48 V, 1.25A 47X2595 96.22 SPECIFICATIONS 
85 V to 264 V, Chassis Mount with Screw Terminal and DIN Rail Clip Attached Input Voltage: 85-264VAC (120-370 VDC) 
@ ECE40US03-SD 33W 3.3V,10A 2475134 85.48 Input Frequency: 47-63HZ 
@ ECE60US03-SD 33W 3.3V,10A 03Y0193 101.88 No Load Input Rowers <0.3W 
@ ECE40US05-SD AoW 5V,8A 2475137 76.94 Line Regulation: +0.5% max single output, +0.9% max multiple outputs 
@ ECE40US09-SD Ow 9V.444A 2415140 85.48 Load Regulation: +1% max single output, <10% max multiple output 
@ ECEAQUS12-SD OW 12V,3.33A DAT5143 aa Ripple & Noise: Single output versions: 3.3-5V: 50mV eae 120mV pk-pk, 24-48V: 200mV 
@ ECE40US15-SD 40w 15V, 267A 2475146 76.94 Multiple output versions: 1% pk-pk on any output, 20 MHz bandwidth 
@ ECE40US24-SD 40W 24V, 1.67A 2475149 77.71 Isolation: 3000 VAC Input to Output 
@ ECE40US48-SD 40w 48 V, 830 mA 2475152 76.94 Operating Temp: -20°C to +70°C, derate linearly from 100% at +50°C to 50% at +70°C 
@ ECE60US05-SD 50W 5V,10A 03Y0194 101.88 Safety Approvals: EN60950, UL60950, CSA22.2 No. 234 per cUL 
@ ECE60US09-SD 60W 9V,6.67A 03Y0195 101.88 EMC: EN55022, level B conducted and radiated 
@ ECE60US12-SD 60W 12V,5A 03Y0196 101.88 Guint| Gun Gan Cini Price Each 
@ ECE60US15-SD 60W 15V,4A 03Y0197 101.88 Mfg. PartNo. | Power 1 2 3 Stock No. 1-4+ 
@ ECE60US24-SD 60W 24V,2.5A 030198 101.88 85 V to 264 V, Encapsulated Chassis Mount with Screw Terminals, 1.04 x 3.31 x 1.36” 
@ ECE60US36-SD 60ow 36 V, 1.67A 03Y0199 101.88 @ ECL15UD02-S | 7.5W | 15V,500mA | -15V, 500 mA i 2475159 | 56.56 
@ ECE60US48-SD 60W 48 V,1.25A 030200 101.88 @ ECL15UD01-S 7.8W | 12V,650 mA | -12 V, 650 mA tt 2475155 aS 
85 V to 264 V, PCB Mount @ ECL15US03-S 10W 3.3V,3A ca ao 52R2691 44.55 
@ ECE05US03 SW 3.3V,1.51A 8973512 19.94 @ ECL15US05-S 15W 5V,3A 5 ue 52R2692 49.49 
@ ECE05US05 5V,1A 8973513 19.94 @ ECL15US09-S 15W QV, 1.67A = iz 52R2693 49.49 
@ ECE05US09 9 V, 550 mA 8973514 ae @ ECL15US12-S 15W 12V,1.25A ie a 52R2694 49.49 
@ ECE05US12 12 V, 410 mA 8973515 —_ @ ECL15US24-S 15W | 24V, 630 mA ite an 52R2696 49.49 
@ ECE0SUS48 48 V, 100 mA 8973518 21.21 @ECL15US48-S | 15W | 48V,320mA 7 " 52R2697 | 44.55 
@ ECE10US05 5V,2A 8973520 31.51 @ ECL15UD03-S 15W 5V,1.5A 12 V, 625 mA fa 2475163 50.90 
@ ECE10US12 12 V, 830 mA 8973522 31.51 @ ECL15UT03-S 15W 5V,2A 15 V, 150 mA | -15V,150mA | 2475171 56.21 
@ ECE20US03 3.3V,4.5A 2475125 47.54 85 V to 264 V, Encapsulated Chassis Mount with Screw Terminals, 1.12 x 3.78 x 1.57” 
@ ECE20US09 9V,2.22A 2475127 47.54 @ ECL25US09-S 25W 9V,2.8A dia a 52R2700 56.72 
@ ECE20US12 12V, 1.67A 2475128 —_ @ ECL25US12-S 25W 12V,2.1A af oat 52R2701 63.02 
@ ECE20US48 48 V, 420 mA 2475131 47.54 @ ECL25US24-S 25W 24V, 1.04A ass is 52R2703 63.02 
@ ECE40US03 3.3V, 10A 2475132 66.79 @ ECL25US48-S | 25W | 48V,520mA a ‘af 52R2704 | 56.72 
@ ECE60US03 3.3V, 10A 47X2580 84.90 @ ECL30UD03-S | 30W 5V,3A 12V,13A e 2475183 = 
@ ECE40US05 5V,8A 2475135 66.79 @ECL30UD01-S | 30W 12V,13A | -12V,13A * 2475175 | 70.00 
@ ECE40US09 9V,4.44A 2475138 66.79 @ ECL30UT02-S 30W 5V,3A 12 V, 630 mA | -12V,630mA | 2475187 74.23 
@ ECE40US12 12V, 3.33A 2475141 se @ ECL30UT03-S | 30W 5V,3A 15 V, 500 mA | -15V,500mA | 2475191 = 
@ ECE40US15 40W 15 V, 267A 2475144 66.79 85 V to 264 V, Encapsulated PCB Mount, 0.91 x 2.06 x 1.07” 
@ ECE40US24 40W 24V,1.67A 2475147 66.79 @ ECL05US03-E 4.3W 3.3V,1.3A ea a 52R2670 29.43 
@ ECE40US48 40W 48 V, 830 mA 2475150 66.79 @ ECLO5US09-E 5W 9 V, 550 mA mn die 52R2676 29.43 
@ ECE60US05 SOW 5V,10A 47X2582 84.90 @ ECLO5US12-E 5W 12 V, 410 mA is ies 52R2679 29.43 
@ ECE60US09 60W 9V,6.67A 47X2584 84.90 @ ECL05US15-E 5W 15 V, 330 mA iis ip 52R2682 29.43 
@ ECE60US12 60Ww 12V,5A 47X2586 84.89 @ ECLO5US48-E 5W 48 V, 100 mA is le 52R2688 29.43 
@ ECE60US15 60Ww 15V,4A 47X2588 84.90 85 V to 264 V, Encapsulated PCB Mount, 0.96 x 2.56 x 1.31” 
@ ECE60US24 60W 24V, 2.5A 47X2590 84.89 @ ECL10US03-E 8.6W 3.3V, 2.6A fas ae 89M0081 33.96 
@ ECE60US36 60W 36 V, 1.67A 47X2592 84.90 @ ECL15US03-E 10W 3.3V,3A si i 89M0088 40.01 
@ ECE60US48 60Ww 48 V,1.25A 47X2594 84.90 @ ECL10US05-E 10W 5V,2A a i 89M0082 35.01 
Price Each e@ecLiousos-E | tow | 9V,11A a i 890083 | 33.96 
Mfg. Part No. Description StockNo. | 4-41-44  _@ECLI0US24-E | 10W | 24V,420mA 2 4 somo0s6 | 33.96 
@ ECE6O DIN CLIP DIN Rail Mounting Clip, ECE60 Series 0370192 4.39 @ECLIOUSI-E | 10W | 48V, 210 mA “ z= 89M0087 | 33.96 
PIM_ 194511 @ECLi5US12-E | 15W | 12V,1.25A = a 89Mm0091 | 40.01 
: @ ECL15US15-E 15W 15V,1A x tee 89M0092 = 
@ ECL15US24-E 15W | 24V,630 mA eh tes 89M0093 40.00 
i @ ECL15UD01-E 15W | 12V,650 mA | -12 V, 650 mA sid 2475153 45.72 
Cut costs, not comers with @ ECL15UD02-E 15W | 15V,500 mA | -15 V, 500 mA ia 2475157 45.72 
@ ECL15UT02-E 15W 5V,2A 12V, 200 mA | -12V,200mA | 2475165 51.43 
@ 85 V to 264 V, Encapsulated PCB Mount, 1.1 x 3.1 x 1.5” 
multicomp Board & Box Components @ECL25USO3-E | 20W | 33V,6A a 7 04R8432 | 52.07 
newark.com/multicomp e@ecL25usoo-£ | 25wW | 9V,28A : 2 04R8434 | 52.07 
@ ECL25US15-E 25W 15V, 1.67A ad os 04R8436 52.07 
PIM_5624836 @ ECL25US24-£ | 25W | 24V,1.04A sh is 04R8437 | 52.07 
@ ECL25US48-E 25W | 48V,520 mA dis ie 04R8438 52.07 
> CONTINUED > 
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POWER SUPPLIES 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SWITCHING POWER SUPPLIES 


ECL SERIES 5-30W ULTRA COMPACT SINGLE AND MULTIPLE OUTPUT 
AC/DC POWER SUPPLIES (CONT.) 


ECL SERIES 5-30W ULTRA COMPACT SINGLE AND MULTIPLE OUTPUT 
AC/DC POWER SUPPLIES (CONT.) 


Output | Output Output Output Price Each @ECL30UTOZP | 30W | 5V,3A | 15V,500mA | -15V,500mA | 2475190 | 64.01 

Mfg. Part No. Power 1 2 3 Stock No. 1-4+ Price Each 
85 V to 264 V, Encapsulated PCB Mount, 1.1 x 3.1 x 1.5” Mfg. Part No. Description Gitte, IP EEE | 
SEC UD Ee | ay SRLS uns 2475181 | 66.29 @ ECL15 DIN CLIP Mounting Kit, DIN Rall, ECL15 79R9153 3.53 
@ECLOUDILE | SOW | TN 1SA | 2M AISA 2475173 | 66.29 @ ECL25/30 DIN CLIP Mounting Kit, DIN Rail, ECL25/30 79R9154 3.50 
@ecL30uD02e | 30W | 15V,1A | -15V,1A p 2475177 | 66.29 
@EcL30uTO2-E | 30W | 5V,3A | 12V,630mA | -12v,630mA | 2475185 | 70.87 BNE Nee 
@ECL30UTIZ-E | 30W | 5V,3A | 15V,500mA | -15V,500mA | 2475189 | 70.87 


85 V to 264 V, Open Frame Chassis Mount, 0.78 x 3.1 x 1.25” 


@ ECL10US03-T 8.6W 3.3V,2.6A 32M6276 26.04 
@ ECL10US05- 10W 5V,2A 32M6278 26.04 
@ ECL10US09- 10W OV, 1.1A 32M6280 - 

@ ECL10US12- 10W | 12,830 mA 32M6282 26.03 
@ ECL10US15- 10W | 15V,670mA 32M6284 26.04 
@ ECL10US24- 10W | 24V,420mA 32M6286 26.84 
@ ECL10US48- 10W | 48V,210 mA 32M6288 26.04 


85 V to 264 V, Open Frame Chassis Mount, 0.85 x 2.56 x 1” 


ECP130 SERIES 130 WATT AC/DC 


POWER SUPPLIES 

© 100W convection / 130W forced- 
cooled ratings 

2” by 3" footprint 

Low 1.1” profile 

Efficiency up to 94% 

Medical and ITE approvals 

High power density 

Less than 0.5W no load input power 
3 year warranty 


CAL CE coerce YP 


@ECLO5US03-T | 4.3W 3.3V,1.3A 52R2672 22.64 

@ ECLO5US05-T 5W 5V,1A 52R2675 22.64 

@ ECLO5US09- SW 9 V, 550 mA 52R2678 22.64 

@ ECLO5US15- 5W 15 V, 330 mA 52R2684 22.64 SPECIFICATIONS 

@ ECL05US48- 5W 48 V, 100 mA i 52R2690 22.64 Input Voltage: 85-264VAC. 

85 V to 264 V, Open Frame Chassis Mount, 0.91 x 3.1 x 1.25” Input Frequency: 47-63Hz 

@ ECL15US03-T 10W 3.3V,3A 32M6290 30.86 No Load Input Power: <0.5W 

@ ECL15US09- 15W | 9V,1.67A 32M6294 | 30.86 Line Regulation: +0.5% 

@ ECL15US12- 15W 12V, 1.25A 32M6296 30.86 Load Regulation: 

@ ECL15US15- 15W 15V.1A 32M6298 30.86 Ripple & Noise: 1% pk-pk @ 20MHz bandwidth and 10yF electrolytic capacitator in parallel with 
= : - 0.1uF ceramic capacitator 

SECTS TSW | '24'V, GS0miA ezMes00 90:86 Isolation: 4000 VAC Input to Output 

@ ECL15US48- 15W | 48 V, 320 mA a 32M6302 30.86 1500 VAC Input to Ground 

@ ECL15UD01- 15W | 12V,650 mA | -12V, 650 mA 2475156 38.86 1500 VAC Output to Ground 

@ ECL15UD02- 15W 15 V, 500 mA | -15 V, 500 mA m 2475160 ue Operating Temp: -20°C to 70°C, derates from 100% load at 50°C to 50% load at 70°C 

@ ECL15UT02- 15W 5V,2A 12 V, 200 mA | -12V,200mA | 2475168 41.15 Safety Approvals: IEC60950-1, UL60950-1, CSA 22.2 No. 60950-1-11, EN60950-1, LVD, IEC60601-1, 


@ ECL15UT03- 15W 5V,2A 15 V, 150 mA | -15V,150mA | 2475172 41.15 
85 V to 264 V, Open Frame Chassis Mount, 1 x 3.46 x 1.36” 

@ ECL25US03-T 20W 3.3V,6A 95M8912 39.62 
@ ECL25US12- 25W 12V,21A 95M8918 39.62 
@ ECL25US24- 25W 24V, 1.04A 95M8922 39.61 
@ ECL25US48- 25W_ | 48 V, 520 mA a 95M8924 | 39.62 
@ ECL30UD01- 30W 12V,1.3A -12V,1.3A 2475176 58.29 
@ ECL30UD02- 30W 15V,1A -15V,1A 2475180 45.95 


-12 V, 630 mA 


@ ECL30UT02- 30W 5V,3A 12 V, 630 mA 2475188 64.01 
85 V to 264 V, Open Frame PCB Mount, 0.78 x 2.44 x 1.21” 
@ ECL10US03-P 8.6W 3.3V,26A 32M6275 26.04 
@ECLi0usO5-P | 10W 5V,2A 32M6277 | 36.84 
e@ecLiousos-p | tow | 9V,1.1A 32M6279 | 96.84 
@ ECL10US12-P 10W 12 V, 830 mA 32M6281 26.84 
@ ECL10US24-P 1OW | 24V,420mA es 32M6285 26.04 
85 V to 264 V, Open Frame PCB Mount, 0.79 x 2.44 x 1.2” 
@ ECL15US03-P 10W 3.3V,3A 32M6289 31.81 
@ ECL15US05-P 15W 5V,3A 32M6291 30.86 
@ ECL15US09-P 15W 9V,1.67A 32M6293 30.86 
@EcLi5usas-P | 15W | 48V,320mA e 32M6301 | 30.86 
@ ECL15UD01-P 15W | 12V, 650 mA | -12 V, 650 mA iy 2475154 38.86 
@ ECL15UT02-P 15W 5V,2A 12V, 200 mA | -12V,200mA | 2475166 43.44 
@ ECL15UT03-P 15W 5V,2A 15V, 150 mA | -15V,150mA | 2475170 43.44 
85 V to 264 V, Open Frame PCB Mount, 0.88 x 2.96 x 1.36” 
@ ECL25US03-P 20W 3.3V,6A 95M8911 37.36 
@ ECL25US05-P 25W 5V,5A 95M8913 37.36 
@ ECL25US09-P 25W 9V,28A 95M8915 37.36 
@ ECL25US15-P 25W 15 V, 1.67A 95M8919 37.35 
@ ECL25US48-P 25W | 48V,520mA 83 95M8923 37.36 
85 V to 264 V, Open Frame PCB Mount, 0.9 x 2 x 1” 
@ ECL05US03-P 4.3W 3.3V,1.3A §2R2671 22.64 
@ ECLO5US09-P SW 9 V, 550 mA 52R2677 22.64 
@ ECL05US12-P SW 12 V, 410 mA 52R2680 22.64 
@ ECL05US15-P SW 15 V, 330 mA 52R2683 22.64 
@ ECL05US24-P SW 24 V, 210 mA 52R2686 22.64 
@ ECL05US48-P SW 48 V, 100 mA 38 52R2689 22.64 
85 V to 264 V, Open Frame PCB Mount, 1.05 x 2.96 x 1.36” 
@ ECL30UD03-P 30W 5V,3A 12V,1.3A 2475182 58.29 
@ ECL30UD01-P 30W 12V,1.3A -12V,1.3A 2475174 58.29 
@ ECL30UD02-P 30W 15V,1A -15V,1A ss 2475178 58.29 
@ ECL30UT02-P 30W 5V,3A 12 V, 630 mA | -12V,630 mA | 2475186 64.01 
> CONTINUED > 
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EN60601-1, ANSI/AAMI ES60601-1, CSA 22.2 No. 60601-1 
EMC: EN55022/11, level B conducted and level A radiated 
Dimensions: 1.1x3x2" 


Output Output 
Mfg. Part No. Power 4 Stock No. 
85 V to 264 V 
@ ECP130PS12 100W | 12 V, 8.33A 46Y9870 64.25 
PIM_5465799 


POWER SUPPLIES 

© Medical 3rd edition safety approvals 
@ 100W convection, 150W force- 
cooled ratings 

Single outputs from 12V to 48V 
Built-in fan supply 

<0.5 W no load input power 

2” x 4” footprint 

Fits 1U applications 

Output current with 10 CFM airflow 


ECP150 series compact single output 
power supplies include over voltage, 
over load and short circuit protection. 


SPECIFICATIONS: 


Available 


ECP150 SERIES AC/DC 150 WATT SINGLE OUTPUT S28, XP) 
A 


XP Power 


A 


TUV Rheinland 


Input Voltage Range: 90 - 264VAC 
Input Frequency: 47 - 63Hz 
Line Regulation: +0.5% max. 
Load Regulation: 
Cooling: Convection cooled: 100 W 
Forced cooled: 150 W with 10 CFM 
Ripple & Noise: 1% max. pk-pk 
EMC: EN55011/22, Level B conducted and Level A radiated 
Operating Temperature: -20°C to +70°C derate from 100% load at 50°C to 50% load at 70°C 
Safety Approvals: UL60950-1, IEC60950-1, EN60950-1, ANSI/AMMI ES 60601-1, IEC60601-1, 
EN60601-1 
Dimensions (L x W x H): 4.0" x 2.0" x 1.26" 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
90 V to 264 V 
@ ECP150PS12 150W 12V, 12.54 68R2070 88.45 
@ ECP150PS15 150W 15 V, 10A 68R2071 88.46 
@ ECP150PS24 150W 24 V,6.25A 68R2072 98.28 
@ ECP150PS28 150W 28 V,5.4A 68R2073 88.46 
@ ECP150PS48 150W 48V,3.1A 68R2074 88.46 
PIM_175921 


Go online or call for non-compliant or 8 ROHS Compliant products. See page 2 


POWER SUPPLIES 


SWITCHING POWER SUPPLIES 


ECP180 SERIES AC/DC 180 AL Gepeepian 7) ECS SERIES 25-130W SINGLE OUTPUT AC/DC POWER SUPPLIES (CONT.) 
WATT SINGLE OUTPUT POWER Available ( Out Price Each 
A put Output 
SUPPLIES == Mfg. Part No. Power 1 Stock No. 1-4+ 
Low ® prufile with 274? footprint ees XP Power “50 Vto 264 V, Dimensions: 3.0°L x 20°W x 0.95°H 
@ 120W convection, 180W force- - — - - 
cooled ratings @ ECS25US12 25W 12 V, 2.08A 67R9470 31.39 
® Single outputs from 12V to 48V @ ECS25US15 25W 15V, 167A 67R9471 28.26 
@ High efficiency up to 95% @ ECS25US24 25W 24V, 1.04A 67R9472 = 
© Overvoltage, overload and short 
circuit protection @ ECS25US48 25W 48 V, 520 mA 67R9473 28.26 
© Medical and ITE safety approvals @ ECS45US12 45W 12V,3.75A 67R9475 35.03 
© Built-in fan supply 
@ <0.5W no load input power @ ECS45US15 au Joa A GUE 35.03 
@ 3-year manufacturer's warranty @ ECS45US24 45W 24V,1.9A 67R9477 35.03 
@ ECS45US48 45W 48 V, 950 mA 67R9478 35.03 
80 V to 264 V, Dimensions: 3.0"L x 2.0"W x 1.05"H 
@ ECS45US05 30W 5V,6A 67R9474 35.03 
SPECIFICATIONS: @ ECS60US12 60W 12V,5A 2475193 43.67 
Input Voltage Range: 85-264VAC, derated from 120W @ 100VAC to 110W @ 90VAC and 100W @ @ ECS60US15 60W 15V.4A 2475194 45.20 
85VAC when convection cooled SOW FAV 25A 2ATSI95 
Input Frequency: 47-63Hz @ECSHOUSZA es a0 
Line Regulation: 40.5% max @ECSEOUSSS my : a V, 1.25A 2475196 45.20 
Load Regulation: 80 V to 264 V, Dimensions: 4.0"L x 2.0"W x 1.05"H 
Cooling: Convection cooled: 120W @ ECS65US12 65W 12V,5.4A 67R9479 43.94 
Forced cooled: 180W with 10CFM @ ECS65US15 65W 15V,4.3A 67R9480 39.55 
Fan Output: 12V0.5A @ ECS65US28 65W 28 V,2.3A 67R9482 39.55 
Ripple & Noise: 1% max. pk-pk, 20MHz bandwidth @ ECS65US48 65W 48 V,1.4A 67R9483 43.94 
Operating Temperature: -20°C to +70°C derate from 100% load @ 50°C to 50% load @ 70°C 80 V to 264 V, Dimensions: 4"L x 2"W x 1.25"H 
EMC: EN55022/11, Level B conducted and level A radiated @ ECS100US12 80W 12V,8.3A 33R2421 67.80 
Safety Approvals: UL60950-1, IEC60950-1, EN60950-1, ANSI/AAMI ES 60601-1, IEC60601-1, @ ECS100US15 BOW 15V.67A 33R2422 61.02 
EN60601=1 @ ECS 100US24 80W 2AV42A 33R2423 
Dimensions (Lx Wx H): 4" x2" x 0.94" (101.6mm x 50.8mm x 23.8mm) = ds 67.80 
@ ECS100US28 80W 28 V, 3.6A 33R2424 58.96 
Output Output |PriceEach = @ECS100US48 80w 48V,2.1A 33R2425 61.02 
Mfg. Part No. Power u Stock No. ee @ ECS130US12 130W 12V, 10.9A 19X6864 75.71 
85 V to 264 V @ ECS130US15 130W 15V,8.7A 19X6865 75.71 
@ ECP180PS12 120W 12V, 10A 19X6858 97.43 @ ECS130US18 130W 18V,7.3A 19X6866 75.71 
@ ECP180PS15 120W 18N, 88 HOXBBSY 97.44 @ ECS130US24 130W 24V,5.4A 19X6867 75.71 
@ ECP 180PS24 ‘120W 24V, 5A 19x6860 se @ ECS130US28 130W 28V,4.7A 19X6868 75.71 
@ ECP180PS28 120W 28V,4.3A 19X6861 97.44 
@ ECP180PS36 120W 36 V, 3.33 19X6862 97.44 | Price Each 
@ ECP180PS48 120W WBV.25A 19X6863 97 4 aig rates. pesoinian Seek Ne. Maes 
ven = aa @ ECM40/60 COVER Cover Kit, ECM40/60, ECS65/100/130 32M6304 22.58 
7 @ ECS25-60 COVER Cover Kit, ECS25/45 67R9469 12.43 
_ PIM_159804 
ECS SERIES 25-130W SINGLE OUTPUT TAL Geptimpian a’, ww ; 
ACIDC POWER SUPPLIES cB us Seca D ( > | 
@ 4 ' @ ~—sCEME05 SERIES 5 WATT SINGLE C 4 Geptinpian a’, ww 
XP Power OUTPUT AC/DC POWER SUPPLIES pales ) ‘J 
—_ © Compact size a _! 


ECS25 / ECS40 / ECS60 


@ Ultra compact 2” x 3” and 2” x 4” packages 
@ |T and medical safety approvals 
© Green mode, <0.5 W standby power 


ECS65 / ECS100 / ECS130 


® Class | & Class II construction 
@ Low leakage current 
@ Three-year manufacturer's warranty 


Peak load capability 
3 year warranty 


Input Voltage: 


85-264VAC 


© Medical approvals XP Power 
© Single outputs from 3.3V to 48 V 

@ PCB mount @) @ 
© Class II 

e 

e 


‘TUV Rheinland 


Input Frequency: 


47-63Hz 


Line Regulation: 


+0.5% 


ECS series next generation open frame power supplies feature smaller size and new “green mode”, which 
ensures they meet the no load power consumption and energy efficiency specifications. For covered versions, 
add suffix -C to model number or order mfg. part nos. ECM40/60 COVER KIT (2” x 4” models) or ECS25/45 
COVER KIT (2” x 3” models) for standalone cover; go online or call. 


41% 
4000VAC 
-25°C to 70°C derate linearly from 100% at 50°C to 50% at 70°C 


Load Regulation: 


Isolation: 
Operating Temp: 


Cover not suitable for Class II installations. Derate power output by 20% when using cover. Safety Approvals: EN@0801-1, ES60601-1, IEC60607-1 
SPECIFICATIONS: EMC: EN55011, level B conducted and radiated 
Input Voltage Range: 80-264VAC or 120-370VDC, derate output power <90VAC Dimensions (HxWxD): 0.6x1x15" 
Input Frequency:* 47-400Hz* 
Efficiency: up to 90%, model dependent Output | Output Price Each 
Line Regulation: +0.5% max Mfg. Part No. Power 1 Stock No. 1-4+ 
Load Regulation: +1% 85 V to 264 V 
Ripple & Noise: 1% pk-pk V1, 20MHz bandwidth @ EME0SUS03 SW 3.3V, 151A 509731 22.01 
Operating Temperature: -20°C to +70°C derate linearly from +50°C at 2.5%/°C to 50% load at +70°C @ EME05US05 5W 5V,1A 50Y9733 22.01 
EMC: EN55011/22, level B conducted and level A radiated, ECS25 level B radiated @ EME0SUS09 SW 9 V, 555 mA 50Y9735 22.01 
Safety Approvals: IEC60950-1 CB report, CSA 22.2 No. 60950-1, UL60950-1, TUV EN60950-1, @ EME05US12 SW 12 V, 416 mA 50Y9737 22.01 
IEC60601-1 CB report, CSA 22.2 No. 60601-1 , ANSI/AMMI ES 60601-1, TUV @ EME05US15 5W 15 V, 333 mA 509739 22.01 
— SOE ag Rese eregement @ EME05US24 ow 24 V, 208 mA 50Y9741 22.01 
Dimensions: ECS25: 2.0 x 3.0 x 0.95” 
ECS45 / ECS60 / ECS65: 2.0 x 3.0 x 1.05” @ EME05US36 5W 36 V, 138 mA 50Y9743 22.01 
ECS100 / ECS130: 2.0 x 4.0 x 1.05” @ EME05US48 SW 48 V, 104 mA 50Y9745 22.01 
PIM_5488423 
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POWER SUPPLIES @ Indicates RoHS Compliant 4] Find Datasheets Online 
SWITCHING POWER SUPPLIES 


EML15 SERIES 15W SINGLE- ; fois, | == —_ EML30 SERIES, 30 WATT AC/DC ofS is 
OUTPUT AC/DC POWER C € CM us Seber Di( J Power surpties CE AN oe: | XP | 


SUPPLIES 
XP Power XP Power 


Open Frame - PCB Mount 


Encapsulated - Screw Terminals 


Encapsulated - PCB Mount 


A . © Compact size @ Encapsulated PCB & chassis mount 

© Ultra compact size © Convection cooled @ Medical approvals ® Class II 

® Single outputs from 3.3 to 48V © Input protection: internal 2A fuse © Single outputs from 3.3 to 48 V © Peak load capability 

© Encapsulated or open frame ; © Overvoltage, overload protection © PCB mount, open frame & chassis mount 

e PCB, chassis mount and screw terminals @ Short circuit protection 

© Class II @ Three-year manufacturer's warranty SPECIFICATIONS 

@ Peak load capability @ Medical safety approvals. Input Voltage: 85-264VAC (120-370 VDC) 
SPECIFICATIONS: Input Frequency: adlectial 
Input Voltage: 85-264VAC (120-370VDC) Line Regulation: <0.3W 
Input Frequency: 47-63Hz Line Regulation: £0.5% 
Line Regulation: +0.5% max. Load Regulation: 21% 
dep Tina ri a sees 
Ripple & Noise: 3.3-5V versions: 50mV pk-pk; 9-15V versions: 120mV pk-pk; 24-48V version: 24V, 36V and 48V output versions: 200mV pkepk 

200mV pk-pk. 20MHz bandwidth 
Operating Temperature: -20°C to +70°C, derate linearly from 100% at +50°C to 50% at +70°C — ~ 7 Co 70°C. d — eee to 50% at 70°C 
EMC: EN55022/11:2006, level B conducted and radiated peraling Temp: Sa 
Safety Approvals: EN60801-1, ANSI/AAMI ES60601-1, IEC0601-1 a Approvals: aa a ae are a 
4 , level B conducted and radiate 
Output Output | Price Each_ Price Each 
Mfg. Part No. Power 1 Stock No. 1-44 Output Output METICerEACy 

85 V to 264 V, Encapsulated PCB Mount, Dimensions (WxLxH): 2.56 x 1.31 x 0.96" Mfg. Part No. cone : 1 : pstackiNes = 1-4+ : 
Mm ENIIEIEOSE TOW 33V,3A 47X2596 Wooa ed 264 V, Encapsulated Chassis Mount with Screw Terminals, Dimensions: 3.78" x 1.57 
@ EML15US05-E 15W 5V,3A 47X2600 40.24 “e@emizouso-8. | JW | 33V,6A | 38Y7307 | 5544 
@ EML15US09-E TSW QV, 167A 47X2604 40.24 erusiices aDW 5V.6A 3BY7401 SAGE 
@ EML15US12-E 15W 12, 1.254 SIXZC08) B08 @ EML30US09-S 30W 9V,3.33A 38Y7405 55.44 
@ EML15US15-E 15W 15, 1A GEIS aS @ EML30US12-5 30W 12V,25A 3877409 61.59 
@ EML15US24-E 15W 24, 630 mA Brx26I6 ale @ EML30US15-S 30W 15V, 2A 3877413 55.43 
@ EML15US36-E 15W 36 V, 420 mA uae) 40.24 @ EML30US24-S 30W 24 V, 1.25A 38Y7417 55.43 
@ EML15US48-E HOW = =|) 48. 8200mA Bineb28 40.24 @ EML30US36-5 30W 36 V, 830 mA 3877421 61.59 
85 V to 264 V, Encapsulated Screw Terminal, Dimensions (WxLxH): 3.3 x 1.36 x 1.04" @ EML30US48-S 30W 48 V, 620 mA 38Y7425 61.59 
@ EML15US03-S ow 3.3V, 3A 47X2598 47.22 85 V to 264 V, Encapsulated PCB Mount, Dimensions: 3.1" x 1.5" x 1.1" 

@ EML15US05-S 15W 5V,3A GREEN 5246 @ EML30US03-E 20W 33V,6A 3877395 51.74 
@ EML15US12-S 15W 12V, 1.250 47X2610 47.22 @LNUUSIEE aOW 5V.6A 3877399 mal 
@ EML15US15-5 18W 15¥, 1A erxaals BU @ EML30US09-E 30W 9V,3.33A 38Y7403 50.19 
@ EML15US24-S 15W 24 V, 630 mA et) 022 @ EML30US12-E 30W 12V,25A 387407 51.74 
@ EML15US36-S 15W 36 V, 420 mA 47X2622 47.22 @ EML30US15-E 30W 15V,2A 38Y7411 50.19 
@ EML15US48-S tow 48, 8207mA a a @ EML30US24-E 30W 24V, 1.25A 38Y7415 50.19 
85 V to 264 V, Open Frame Chassis Mount, Dimensions (WxLxH): 3.1 x 1.25 x 0.91 @ EML30US36-E 30W 36 V, 830 mA 38Y7419 51.74 
@ EML15US03-T 10W 3.3V,3A 472599 33.14 SUSIE 30W 48 V, 620 mA 38Y7423 50.19 
@ EML15US05-T 1SW 5V,3A BUR260S 33.14 85 V to 264 V, Open Frame Chassis Mount, Dimensions: 3.46" x 1.36" x 1" 

@ EML15US09-T 15W OV, 1.67A 47X2607 33.14 PTeniae mow 33V,6A 3877398 7302 
@ EML15US12-T 15W 12V, 125A 47X2611 33.14 @cMBNISIET _ 5V.6A 3877402 73.02 
@ EML15US15-T 18W 15, 1A CRESS 33.14 @ EML30US09-T 30W 9V,3.33A 3877406 43.02 
@ EML15US24-T TSW 24 V, 630 mA 47X2619 33.14 SAT _ 12V,25A 387410 nee 
@ EML15US36-T 15W 36 V, 420 mA 47X2623 33.14 @ EML30US15-7 30W 15V,2A 38Y7414 43.02 
@ EML15US48-T few [48 320mA are | 33.14 wrNauUStET 30W 2A V, 125A 3877418 43.02 
85 V to 264 V, Open Frame PCB Mount, Dimensions (WxLxH): 2.44 x 1.21 x 0.95' @ EML30US36-T 30W 36 V, 830 mA 38Y7422 43.02 
@ EML15US03-P tow 3.3V,3A BEE eons @ EML30US48-T 30W 48 V, 620 mA 3877426 43.02 
@ EML15US05-P 15W 5V,3A 47x2601 33.14 85 V to 264 V, Open Frame PCB Mount, Dimensions: 2.96" x 1.36" x 1.05" 

@ EML15US09-P 18W QV, 1.67.4 CREE 33.14 @ EML30US03-P 20W 3.3V,6A 3877306 43.02 
@ EML15US12-P 15W 12V, 1.25A 47X2609 33.14 @ EML30US05-P 30W 5V,6A 38Y7400 43.02 
@ EML15US15-P 15W 154A LESS 33.14 @ EML30US09-P 30W OV, 3.33A 3877404 23.02 
@ EML15US24-P 15W 24 V, 630 mA 47X2617 33.14 @ EML30US12-P 30W 12V,25A 38Y7408 43.02 
@ EML15US36-P TSW 36 V, 420 mA 47X2621 33.14 Sauces SOW TBV.2A 3BY7412 OWE 

@EMLISUSH-P | HW 48 320mA | AX2625 | 33-14 EML30US24P 30W 24V, 1.25A 3877416 43.02 

PIM_212142 @ EML30US36-P 30W 36 V, 830 mA 38Y7420 43.02 

———— aaa @ EML30US48-P 30W 48 V, 620 mA 387424 43.02 

PIM_5465387 
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POWER SUPPLIES 


SWITCHING POWER SUPPLIES 


EPL225 SERIES 225 WATT AC/DC " RoHS GCS SERIES \ RoHS 
Compliant Compliant 
POWER SUPPLIES CAN CE SSB ere 150/180/250W AC/DC C € cL is eRe 
© 150W convection/ 225W force POWER SUPPLIES 
cooled ratings PLUS’ 
2" by 4” footprint SILVER 
Low 1.26” profile 
12\ fan outputs 
High efficiency up to 95% 
Medical and ITE Approvals 
High power density 
Less than 0.5W no load input power 
3 year warranty 


Convection/forced-cooled ratings 
Universal 85 to 264VAC input 


e ® Dual fusing for compliance with 
e 
85-264VAC : IT and medical safety approvals (Class | and II) 
e 
e 


IEC60601-1 
® Class B Emissions 
@ Three-year manufacturer's 


SPECIFICATIONS 
Input Voltage: 

Input Frequency: 47-63Hz 
No Load Input Power: 0.5W 
Line Regulation: +0.5% 
Load Regulation: 
Ripple & Noise: 


< 0.5W Standby power (150W and 180W models) 
Overvoltage, overload, overtemperature protection warranty 
Short circuit protection @ UL recognized, TUV approved, CE compliant 


GCS series AC/DC single-output power supplies are designed to minimize the no load power consumption and 
maximize efficiency in order to facilitate equipment design to the latest environmental legislation. Approved for 
Class | and II applications, these units achieve EN55011/2 Level B emissions compliance while maintaining very 
low earth leakage currents, making them suitable for a wide range of 1U and other industrial, IT and medical 


1% pk-pk, 20MHz BW 


Isolation: 4000 VAC Input to Output 
1500 VAC Input to Ground 


1500 VAC Output to Ground 
-20°C to 70°C derate from 100% load at 50°C to 50% load at 70°C 


IEC60950-1, UL60950-1, CSA 22.2 No.60950-1-11, ENG0950-1, LVD, IEC60601-1, 
ANSI/AAMI ES60601-1, EN60601-1 


Operating Temp: 
Safety Approvals: 


applications. 
SPECIFICATIONS 


Input Voltage: 


85-264VAC derate load below 90VAC 


Input Frequency: 


47-63Hz 


Line Regulation: 


+0.5% 


EMC: EN55011/22, level B conducted and level A radiated 


Efficiency: 


93% 


Dimensions: 4L x 2W x 1.26H" 


Isolation: 


4000VAC Input to Output 2 x MOPP 
1500VAC Input to Ground 1 x MOPP, 


Output Output Price Each 1500VAC Output to Ground 1 x MOPP — IEC60601-1 Ed 3 
Mfg. Part No. Power 1 Stock No. 1-4+ Operating Temperature: -40°C to +70°C derate output from 100% @ +50°C to 50% @ +70°C 
85 V to 264 V EMC: EN61204-3, high severity level, EN55011/22 level B conducted 
@ EPL225PS12 225W 12V,12.5A 46Y2209 96.88 EN55011/22 level B radiated (GCS180/GSC250 level A) 
@ EPL225PS15 225W 15V,10A 46Y2210 96.88 Safety Approvals: EN60601-1 Ed 3 including Risk Management, UL60950-1, CSA 22.2 No. 
60950-1-1:08, ANSI/AAMI ES60601-1:2005, CSA C22.2 No. 60601-1:08, TUV 
@ EPL225PS18 225 18V, 8.33 46y2211 96.88 EN60950-1:2006, EN60601-1/A12:2006 
@ EPL225PS24 225W 24V, 6.25A 46Y2212 96.88 Dimensions: 5x 3x 1.42" (127 x 76.2 x 36.3mm) 
@ EPL225PS28 225W 28 V, 5.36A 46Y2213 96.88 Price Each 
© EPL225PS36 205W 36 V, 6.25A 4672214 96.88 Output Output re 
© EPL225PS48 5W 4BV.31A 46Y2215 a Mfg. Part No. Power 4 Stock No. 1-4+ 
PIM_5465784 - . seme 
- @ GCS150PS12 157W 12V, 12.5A 85W2919 78.77 
@ GCS150PS15 157W 15V, 10A 85W2920 78.77 
FCM400 SERIES 400 WATT INDUSTRIAL AND MEDICAL AC/DC we acsie0RS24 {STW 7AV.B3A cEW HLA sau 
ee SU lees k @ GCS150PS28 157W 28V,5.4A 85W2922 78.77 
e continuous, peal 
© IT and Medical 3rd edition XP Power _©.GCS150PS48 LW ae Nigeh pati2828 78.77 
approvals a RoHS _ @ GCS180PS12 187W 12V, 15A 85W2924 94.42 
© 80V - 275VAC operation Compan @ GCS180PS15 187W 15V,12A 85W2925 93.48 
& serew termites geek 187W 24V,7.5A 85W2926 
@ AC OK and remote on/off © GCS180PS24 uc ) 93.48 
@ 5V standby @ GCS180PS28 187W 28 V,6.4A 85W2927 93.48 
© Three-year manufacturer's warranty @ GCS180PS48 187W 48V,3.7A 85W2928 93.47 
FCM400 series compact AC/DC power 
supplies are for use in both industrial @ GCS250PS12 232W 12V, 18.8A 47X2628 110.28 
and medical applications. The single @ GCS250PS15 232W 15 V, 15A 47X2629 110.28 
output units feature dual fusing, AC @ GCS250PS24 257W 24V, 10.4A 47X2630 110.28 
poi a te anda! oy" siandey © GCS250PS28 257W 28V,8.9A 47X2631 aay 
SPECIFICATIONS @ GCS250PS48 257W 48V,5.2A 47X2632 410.28 
Input Voltage: 80-275VAC, Derate below 90VAC Price Each 
Input Frequency: 47-63Hz Mfg. Part No. Description Stock No. 1-1-4+ 
Efficiency: 85% typical GCS150/180 CVR KIT Cover Kit 85W2916 16.45 
Line Regulation: +0.5% max. GCS150/180 EF CVR Cover Kit, End Fan 85W2917 29.62 
Load Regulation: +1% V1, +5% V2 GCS150/180 TF CVR Cover Kit, Top Fan 85W2918 29.62 
Ripple & Noise: 1% pk-pk, 20 MHz bandwidth PIM_210031 
Isolation: 4000 VAC input to output, 2x MOPP 
1500 VAC input to ground, 1 x MOPP 
500 VDC output to ground GCS SERIES 350 TAL Sepiimiian 
Operating Temperature: | _-10°C to +70°C, derate linearly from +50°C at 2.5%/ °C to 50% load at +70°C WATT SINGLE c US Available 0 
EMC: EN55011/22 level B conducted, level A radiated OUTPUT POWER 
Safety Approvals: IEC60950-1 CB report, CSA 22.2 No. 60950-1, UL60950-1, TUV, EN60950-1, SUPPLIES PLUS’ 
IEC60601-1 CB report, CSA 22.2 No. 60601-1, ANSI/AMMI ES 60601-1 (including SILVER 
Risk Management), TUV60601-1 


Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 

80 V to 275 V, Dimensions (L x W x H): 6 x 4 x 1.93" 

@ FCM400PS12 400W 12V, 33.3A 67R9646 336.94 

@ FCM400PS15 400W 15 V, 26.6A 67R9647 336.94 

@ FCM400PS24 400W 24V, 16.6A 67R9648 336.94 

@ FCM400PS28 400w 28V, 14.2A 67R9649 336.94 © Convection / forced cooled ratings © Remote on / off 
@ FCM400PS36 400W 36V, 11.1A 67R9650 336.93 ° Universal 85V to 264VAC input © Class B emissions 
@ FCM400PS48 400W 48V,83A 67R9651 = : Us ir ls (Class | & Il) @ 3 year warranty 
PIM_176066 
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POWER SUPPLIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


SWITCHING POWER SUPPLIES 


GCS SERIES 350 WATT SINGLE OUTPUT POWER SUPPLIES (CONT.) HDS1500 SERIES, 1500 WATT, AC/DC POWER SUPPLIES (CONT.) 
Input Voltage: 85-264VAC Line Regulation 1% 
Input Frequency: 47-63Hz Load Regulation 
No Load Input Power: <4W Ripple & Noise 12V Output: 1.25% pk-pk @ 20MHz BW 
Line Regulation: +0.5% All Other Outputs: 1% pk-pk @ 20MHz 
Load Regulation: Isolation ne gee ie 
Ripple & Noise: 1% pk-pk @ 20MHz bandwidth aes Canoe 
Isolation: 4000 VAC Input to Output "i 0° 3 Fi . a a 
4500 VAC Input to Ground Operating Temperature 20°C to 60°C, derate linearly from 100% load at 50°C to 60% load at 60°C. 
1500 VAC Output to Ground Safety Approvals UL60950-1, CSA C22.2 No.60950-1, EN60950-1 
Operating Temp: -40°C to 70°C EMC EN55022 Class B Conducted & Radiated 
Safety Approvals: 1EC60950-1, IEC60601-1, UL60950-1, CSA 22.2 No. 60950-1-1, EN60950-1, MTBF 115kHrs MIL-HDBK-217F, 25°C GB 
EN60601-1, LVD 7 
: = Output Price Each 
EMc: EN55022/11, level B conducted and level A radiated Mfa. Part No. 1 Stock No. ws | 
Dimensions: 36.3 x 127 x 76.2mm g- : 7 
90 V to 264 V 
Output Output Price Each @ HDS1500PS12 1.5kW 12V, 125A 82X2288 878.47 
Mfg. Part No. Power 1 Stock No. is @ HDS1500PS15 1.5kW 15V, 100A 82X2289 878.47 
85 V to 264 V @ HDS1500PS24 1.5kW 24 V, 62.5A 82X2290 878.47 
@ GCS350PS12 350W 12V,16.7A 70Y5394 141.79 @ HDS1500PS30 1.5kW 30 V, 50A 82X2291 878.47 
@ GCS350PS15 350W 15V, 13.3A 70Y5395 141.79 @ HDS1500PS36 1.5kW 36 V, 41.7A 62X0761 878.47 
@ GCS350PS24 350W 24V, 8.3A 70Y5396 141.79 @ HDS1500PS48 1.5kW 48 V,31.3A 62X3841 = 
@ GCS350PS28 350W 28V,7.1A 70Y5397 141.79 @ HDS1500PS60 4.5kW 60 V, 25A 54X7609 a 
@ GCS350PS48 350W 48V,4.2A 70Y5398 141.79 PIM_213127 
@ GCS350PS56 350W 56 V, 3.6A 70Y5399 141.79 —SS SSE ——————— 
ccs HDS3000 SERIES, 3000 WATT, AC/IDC POWER Sepia a, 
SS - SUPPLIES pot  ] ( > | 
GSP500 SERIES, 500 WATT, AC/DC G Sees is # High efficiency up to 93% A 
POWER SUPPLIES Avaloe : elena ut voltage (0 ae al 
@ Universal 80V to 264V ac input to 105%) ‘ — : i Al G 
® IT & medical safety approvals © Programmable Output Current (0 — 4 
@ <0.5W standby power to 105%) - ‘2 C € 
ea ty tout @ Parallel operation 
Stanioy, OUIpY @ Fully featured signals & controls 
© 650W peak power © 3 year warranty 
Integral fans © Dimensions: H=5", W=5", D=14.41" 
© Fan speed control a us 
© 3 year warranty a 


Voltage 90V to 264VAC 
Frequency 47Hz to 63Hz 
Regulation 41% 
Load Regulation 
Ripple & Noise 12V and 15V Output: 150mV pk-pk @ 20MHz BW 
24V, 30V, 36V and 48V Output: 200mV pk-pk @ 20MHz BW 
SPECIFICATIONS: 60V Output: 300mV pk-pk @ 20MHz BW 
Input Voltage 80V to 264VAC, derate below 90VAC Isolati hia ia pia ae 
Input to Ground: 
Inpu Frequency eiieto a Output to Ground: 500VAC. 
eRe on eet Operating Temperature -20°C to 60°C, derate linearly from 100% load at 50°C to 60% load at 60°C 
oad Regulation ee we Safety Approvals UL60950-1, CSA C22.2 No.60950-1, EN60950-1 
= erGiNnise ~ - aes Beis EMC EN55022 Class A Conducted & Radiated 
isolation put to Output: ry 
Input to Ground: 1500VAC MTBF 9OkHrs MIL-HDBK-217F, 25°C GB 
- - Output to tale SUOVAG : - Output Output PricelEach 
Operating Temperature -40°C to 70°C, derates from 100% output at 50°C to 50% output at 70°C Mfg. Part No. Power 1 Stock No. 1-44 
Safety Approvals IEC60950-1, IEC60601-1, UL60950-1, CSA 22.2 No.60950-1-1, 90 V to 264V 
ANSI/AAMI ES60601-1 & CSA C22.2, No.60601-1, EN60950-1, 
EN60601-1/A12 @ HDS3000PS12 3kW 12 V, 250A 82X2292 1449.00 
EMC. EN55011/22 Class B conducted & Class A radiated @ HDS3000PS15 3kW 15 V, 200A 82X2293 1449.00 
Dimensions (L x W x H) 6.71" x 4.00" x 1.65" @ HDS3000PS24 3kW 24V, 125A 82X2294 1449.00 
A @ HDS3000PS30 3kW 30 V, 100A 82X2295 1449.00 
Output Output [Price Each = “@ 083000836 3kW 36 V, 83.5A 82X2296 1449.00 
Mfg. Part No. Power 1 Stock No. 1-4+ — - 
85 V to 264V @ HDS3000PS48 3kW 48 V,62.5A 82X2297 1449.00 
© GSP500PS12-EF 500W 12V,42A 0370201 295.73 SHDS NOPE an SON aA SERS 1260/00 
@ GSP500PS24-EF 500W 24V,21A 03y0202 = PIM_213125 
@ GSP500PS48-EF 500W 48 V, 10.5A 03Y0203 295.72 
PIN 5465313 LCL SERIES 150-500 WATT ENCLOSED AC/DC Sain a, Ww 
_—— ———  ——____ POWER SUPPLIES Available  } ( 
@ Single output industrial supplies A 
HDS1500 SERIES, 1500 WATT, AC/DC POWER coset © Highetidency XP Power 
SUPPLIES Available ® Cost effective TAL 
© High efficiency up to 92% ® 150W convection cooled c G 
© High power density © 300W and 500W with internal fans 
© Programmable output voltage (0 ne © Outputs from 12V to 48V 
to 105%) & © Three-year manufacturer's warranty = 
@ Programmable Output Current (0 F Re — . LCL series single output, chassis TOY Bhintand 
to 105%) = mount, enclosed AC/DC power 
@ Parallel operation supplies provide typical efficiency of 
© Fully featured signals & controls 88% at full load. The 150 watt units are convection cooled while the others benefit from an integral cooling 
© 3 year warranty fan. These self-contained units require no additional forced airflow. All units come with screw terminals and 
@ Dimensions: H=2.5", W=5”, self-retaining guards. 


D=12.32" *Output power derates linearly from 100% at 90VAC to 90% at 85VAC 


Input Voltage 90V to 264VAC SPECIFICATIONS 
Input Frequency 47Hz to 63Hz Input Voltage: 85-264VAC (127-370 VDC)* 
Input Frequency: 47-63Hz 
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Efficiency: 88% typical at full load & 230VAC 
Line Regulation: +0.5% max for LCL150, 
+0.3% for LCL300 & LCL500 
Load Regulation: +1% max 
Isolation: 3000 VAC Input to Output 
1500 VAC Input to Ground 
500 VAC Output to Ground 

Operating Temperature: -10°C to +70°C, derate from 100% load at +50°C to 50% load at +70°C 
Safety Approvals: EN60950-1, UL60950-1, CSA60950 No 22.2 

EMC: EN55022 level B conducted, level A radiated 

Output Output Price Each 
Mfg. Part No. Power fl Stock No. 1-4+ 

85 V to 264 V, Dimensions (L x W x H): 7.55 x 3.74 x 1.97", Wt. 1.39 Lbs. 

@ LCL150PS12 150W 12V,12.5A 52R2906 62.19 
@ LCL150PS24 150W 24V,6.3A 52R2908 — 
85 V to 264 V, Dimensions (L x W x H): 8.07 x 4.33 x 1.97", Wt. 1.94 Lbs. 

@ LCL300PS12 300W 12V, 25A 52R2910 as 
@ LCL300PS15 300W 15 V, 20A 52R2911 = 
@ LCL300PS24 310W 24V,13A 52R2912 as 
@ LCL300PS48 320W 48 V,6.7A 52R2913 = 
85 V to 264 V, Dimensions (L x W x H): 9.84 x 5.00 x 2.08", Wt. 3.2 Lbs. 

@ LCL500PS12 500W 12V,42A 52R2914 — 
@ LCL500PS15 500W 15 V, 34A 52R2915 — 
@ LCL500PS24 500W 24V,21A 52R2916 — 
PIM_165073 
SHP SERIES 350/650/1000W AC/DC POWER SUPPLIES a] F 
@ Increased power at >180VAC input x 
@ Peak power ratings 
@ Rugged industrial construction 
@ -40°C to +70°C operation 5 
@ 5V standby 
@ AC OK, remote on/off and active 

current share ee 


© Screw terminals 
@ Three-year manufacturer's warranty 
SHP350/650/1000 series AC/DC 
power supplies are for use in a range 
of industrial applications. The unit is 
comprised of a main output with voltages from 12-48VDC and a 5VDC standby supply, which can be utilized 
with the signals and control features for detection of loss of AC input and remote on/off control. Suffix -EF 
indicates end fan. 
SHP350: Up to 420W peak power. SHP1000: Up to 1200W at >180VAC input (except 12V/15V output). 

SPECIFICATIONS 

Input Voltage: 

Input Frequency: 

Efficiency: 

Line Regulation: 

Load Regulation: 


TUV Rheinland 


85-264VAC, derate output power 10% <90VAC 
47-63Hz 
85% typical 
£0.5% 


650W: 41% V1, +5% V3, 
350 & 1000W: 41% V1, +5% V2 


1% pk-pk V1, 20 MHz bandwidth 
3000VAC input to output, 1500VAC input to ground, 500VDC output to ground 


-20°C to +70°C, derate linearly from +50°C at 2.5%/ °C to 50% load at +70°C 
(-40°C startup for all models) 


Ripple & Noise: 
Isolation: 
Operating Temperature: 


Safety Approvals: IEC60950-1 CB report, CSA 22.2 No. 60950-1, UL60950-1, TUV, EN60950-1, 
SEMI F47 
EMC: EN55022 class B conducted, class A radiated 
Output Output Output Output Price Each 
Mfg. Part No. Power 1 2 3 Stock No. 1-4+ 
85 V to 264 V, Dimensions (L x W x H): 7 x 3.6 x 2.1", Weight: 1.73 Lbs 
@ SHP350PS12 318W 12 V, 26.5A 8973574 144.93 
@ SHP350PS15 330W 15 V, 22A 8973575 144.93 
@ SHP350PS28 350W | 28V,12.5A 8973577 154.18 
@ SHP350PS36 350W 36 V,9.7A 8973578 134.07 
@ SHP350PS48 350W | 48V,7.3A 7 “t 8973579 | 144.93 
85 V to 264 V, Dimensions (L x W x H): 9.18 x 4 x 2.5", Weight: 2.8 Lbs 
@ SHP650PS24-EF 655W 24V,27A | 12V,500 mA | 5V, 200 mA | 52R2922 294.57 
@ SHP650PS28-EF 655W 28V,23A | 12V,500mA | 5V,200mA | 52R2923 cee 
@ SHP650PS36-EF 655W 36V,18A | 12V,500 mA | 5V,200mA | 52R2924 285.74 
85 V to 264 V, Dimensions (L x W x H): 9.48 x 5.90 x 2.4", Weight: 4.6 Lbs 
@ SHP1000PS24 1.013kW | 24V,42A 67R9498 579.06 
@ SHP1000PS28 1.013kW | 28V, 36A 67R9499 579.06 
@ SHP1000PS36 1.013kW | 36 V, 28A 67R9500 561.69 
@ SHP1000PS48 1.013kW | 48V,21A 67R9501 463.25 
@ SHP1000PS15 1.1kW 15V, 67A 67R9497 561.69 
PIM_165074 
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POWER SUPPLIES 


SWITCHING POWER SUPPLIES 


LCL SERIES 150-500 WATT ENCLOSED AC/DC POWER SUPPLIES (CONT.) 


VCS SERIES AC/DC 50-100W SINGLE OUTPUT INDUSTRIAL 
POWER SUPPLIES 


© Chassis mount industrial supplies 

© Green mode, <0.5 W standby 
power 

© Convection cooled 

© Class B Conducted and radiated 
emissions 

© Output voltages from 5V to 48V 

© Economical 

VCS series chassis mount industrial 

power supplies include over voltage 

over load and short circuit protection. 

Wt. 0.55lbs. (VCS50), Wt. 0.88lbs. 

(VCS70), Wt. 1.1Ibs. (VCS100). 


SPECIFICATIONS: 
Input Voltage: 

Input Frequency: 
Efficiency: 

Line Regulation: 


XP Power 

Spier , 
Compliant 
Available 

WG 


‘TUV Rheinland 


85-264VAC (127-370VDC) 
47-63Hz 
85% typical 
+0.5%, 90VAC to 264VAC input 
+0.5 %, (5V & 12V versions are 1%), 0% to 100% load 
Ripple & Noise: 1% maximum for all voltages 
Operating Temperature: -25°C to 70°C, derate from 100% load at 50°C to 50% load at 70°C. 
EMC: EN55022 Class B conducted and radiated with output floating and grounded 


Load Regulation: 


Safety Approvals: IEC60950-1 (2005-12): CB Report, CSA C22.2 No.60950-1-03, UL60950-1 (2003), 
TUV EN60950-1:2006, EN60950-1:2006+A11 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 264 V, Dimensions: 1.38"H x 3.07"W x 4.35"D 
@ VCS50US05 40W 5V,8A 68R2923 23.01 
@ VCS50US12 SOW 12V,4.2A 68R2924 25.56 
@ VCS50US15 SOW 15V,3.3A 68R2925 23.01 
@ VCS50US24 50W 24V,2.1A 68R2926 25.56 
@ VCS50US48 50W 48 V,1.05A 68R2927 23.01 
85 V to 264 V, Dimensions: 1.61"H x 3.88"W x 5.12"D 
@ VCS70US05 SOW 5V,10A 68R2928 29.60 
@ VCS70US12 7OW 12 V,5.83A 68R2929 = 
@ VCS70US15 7OW 15V,4.67A 68R2930 26.64 
@ VCS70US24 TOW 24V,2.92A 68R2931 29.60 
@ VCS70US48 7OW 48 V, 1.46A 68R2932 26.64 
85 V to 264 V, Dimensions: 1.65"H x 3.87"W x 6.26"D 
@ VCS100US05 7OW 5V,14A 68R4458 36.68 
@ VCS100US12 100W 12 V,8.33A 68R4459 36.68 
@ VCS100US24 100W 24V,4.17A 68R4461 39.02 
PIM_176081 


VCT/VFT80/150 SERIES AC/DC 60-150W SINGLE OUTPUT 

POWER SUPPLIES 

@ Universal input 

@ 60-100W convection cooled, 80- 
150W forced cooled 

@ <0.5W no-load input power 

@ 2"x 4" and 3” x 5” footprints 

@ Fits 1U applications 

e 

e 


GeRiinyen 
Available 
Economical cA Us 


Output power with 10/15 CFM 
airflow 


‘TUV Rheinland 


SPECIFICATIONS: 
Input Voltage: 

Input Frequency: 

Line Regulation: 


85-264VAC 
47-63Hz 
+0.5% max. 
+1% max. *, VFT150 +0.5% max.* 
1% max. pk-pk ** 
Operating Temperature: -10° to +70°C, derates from 100% load @ +50°C to 50% load @ 70°C 
EMC: EN55022, Level B conducted and radiated 


Load Regulation: 
Ripple & Noise: 


Safety Approvals: UL60950, IEC60950, EN60950 
Output Output Price Each 
Mfg. Part No. Power 1 Stock No. 1-4+ 
85 V to 264 V, Dimensions: 1.15"H x 2"W x 4"D 
@ VFT80US05 60W 5V,12A 67R9659 = 
@ VCT60US12 60Ww 12V,6.3A 04R9678 = 
@ VFT80US12 80w 12V,6.67A 67R9661 exe 
@ VFT80US24 80Ww 24 V,3.33A 67R9663 30.52 
85 V to 264 V, Dimensions: 1.34"H x 3"W x 5"D 
@ VFT150PS12 150W 12 V, 12.5A 67R9656 64.75 
@ VFT150PS48 150W 48 V, 3.13A 67R9658 64.75 
PIM_148731 
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POWER SUPPLIES 
UPS SYSTEMS 


UNINTERRUPTIBLE POWER SUPPLIES 


Arc 


by Schneider Electric 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


BACK-UPS PRO SERIES, 500 LITHIUM ION UPS 


Building Wiring Fault Indicator 
Email update 

LED status display 

Lithium-ion battery 

Remote network manageability 
Sleek design 

Smart Outlets 

Telephone dataline surge protection 
@ Watchdog 

Includes : Cat 5 ethernet cable , CD with software , Installation 
guide , Telephone Cable , USB cable , User Manual , Wall- 
mounting template , Warranty card 


Arc 


by Schneider Electric 


Smart-UPS 


@ Smarter productivity with ability to tailor to your 
specific application needs 


efficiency, proven reliability and intelligent battery 
management 
@ Avoids costly power problems by keeping your IT 


@ Peace of mind that comes with full equipment 
compatibility and reliability of a leader @ Save time with easy and convenient remote 

@ Low operating and maintenance costs with high accessibility 

Smart-UPS: Intelligent and efficient network power protection from entry level to scaleable runtime. Ideal UPS 

for servers, point-of-sale, routers, switches, hubs and other network devices. 

Special Configurations: Reliable network power protection designed for deployment in retail and open access 

environments. 


equipment and data safe and available 


Backup Price Each 
Time 
Capacity No. of | Full 
Mfg. Part No. (VA / W) Outlets | Load Dimensions _| Stock No. 1-4+ 


153 V to 120 V, Smart-UPS, SMX Series, NEMA 5-20P, NEMA 5-15R / NEMA 5-20R / NEMA 
L5-20R, Short Depth, Network Card 


SMX2000LVNC 2kVA/ 1.8kW 10 432x178x483mm | 01X3027 | 3134.70 


153 V to 120 V, Smart-UPS, SMX Series, NEMA L5-. 30P, NEMA 5-15R / NEMA 5-20R / NEMA 
L5-30R, Short Depth, Network Card 


SMX3000LVNC 3kVA/ 2.7kW 10 432x178x483mm | 01X3033 | 3636.90 


153 V to 208 V, Smart-UPS, SMX Series, NEMA L6-: 20P, IEC 320 C13 / IEC 320 C19 / IEC 
Jumpers / NEMA L6-20R, Short Depth 


SMX3000HVT 3kVA/ 2.7kW 8 432x178x483mm | 01X3031 | 3086.10 
154 V to 120 V, Smart-UPS, SMT Series, NEMA SAP, NEMA 5-15R 

SMT1500RMUS 1.44kVA/ 1kW 6 6min | 89x432x457mm | 94W9497 = 

SMT1500US 1.44kVA/ 1kW 6 8min | 219x171x439mm | 94W9498 oe 

SMT1500RM1U 1.5kVA/ 1kW 4 7Tmin | 44x432x665mm | 01X3023 eas 
154 V to 120 V, Smart-UPS, SMT Series, NEMA 5-15P, NEMA 5-15R, Network Card 

SMT750R2-NMC. 750VA / 500W 6 89x406x432mm | 01X3025 ees 
154 V to 120 V, Smart-UPS, SMT Series, NEMA 5- 20P, NEMA 5-15R / NEMA 5-20R 

SMT2200RMUS 4.92kVA/ 1.92kW 8 86x480x683mm | 94W9500 Ee 
154 V to 120 V, Smart-UPS, SMT Series, NEMA L5- 30P, NEMA 5-15R / NEMA 5-20R 

SMT3000RMUS 2.88kVA / 2.7kW 8 86x480x683mm | 94W9503 | 3126.60 
154 V to 120 V, Smart-UPS, SMX Series, NEMA SSP, NEMA 5-15R, Network Card 

SMX750-NMC 750VA / 600W 8 432x89x490mm | 01X3034 | 1078.14 
154 V to 120 V, SMT Series, NEMA 5-15P, NEMA BARR, AP9630 

SMT1500R2X180 1.44kVA/ 1kW 6 os 89x432x457mm | 45W3869 = 
154 V to 120 V, SMT Series, NEMA 5-20P, NEMA 5-15R / NEMA 5-20R, AP9630 

SMT2200R2X180_ | 1.92kVA/ 1.92kW 8 86x480x683mm | 45W3872 ess 
154 V to 120 V, SMT Series, NEMA L5-15P, NEMA 5. 45R 

SMT1500R2X122 41.44kVA/ 1kW 6 89x432x457mm | 45W3868 | 1123.84 
154 V to 120 V, SMT Series, NEMA L5-20P, NEMA 5. 45R | NEMA 5-20R 

SMT2200R2X106 | 1.92kVA/ 1.92kW 2 86x480x683mm | 45W3871 = 
154 V to 120 V, SMT Series, NEMA L5-30P, NEMA 5 TER | NEMA 5-20R, Network Card 

SMT3000R2X180 | 2.88kVA/2.7kW 8 86x480x683mm | 45W3874 = 
268 V to 208 V, Smart-UPS, SMT Series, NEMA L6-; 20P, NEMA L6-20R 

SMT3000RMT2U 3kVA/ 2.7kW 2 86x480x683mm | 6571706 | 2520.16 
280 V to 230 V, Smart-UPS, SMX Series, BS1363A 7 1EC320 C20 / EU1-16P, IEC 320 C13 / IEC 
320 C19 / IEC Jumpers 

SMX2200RMHV2U | 2.2kVA/ 1.98kW 9 89x432x667mm | 4874583 | 3142.80 

SMX3000RMHV2U | 3kVA/ 2.7kW 9 89x432x667mm | 4874584 | 3790.80 


280 V to 230 V, Smart-UPS, SMX Series, BS1363A1 1EC320 C20 / EU1-16P, IEC 320 C13 / IEC 
320 C19 / IEC Jumpers, Short Depth 


SMX2200HV 2.2kVA/ 1.98kW 10 432x178x483mm | 01X3028 | 2778.30 


SMX3000HV 3kVA/ 2.7kW 12 8min | 432x178x483mm | 01X3029 | 3474.90 


280 V to 230 V, Smart-UPS, SMX Series, BS1363A / IEC320 C20 / EU1-16P, IEC 320 C13 / IEC 
320 C19 / IEC Jumpers, Short Depth, Network Card 


SMX3000HVNC 3kVA/ 2.7kW 12 432x178x483mm | 01X3030 | 4333.50 


PIM_5648067 
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Capacity No. of Price Each 
Mfg. Part No. (VA/ W) Outlets Dimensions Stock No. 1-4+ 
120 V to 120 V 
BG500 500VA/ 300W 4 54x290x191mm 29X9171 514.78 
PIM_5648069 


SMART-UPS ON-LINE SERIES, UNINTERRUPTIBLE POWER 
SUPPLIES 


Arc 


by Schneider Electric 


@ Low operating and maintenance costs with proven 
reliability and intelligent battery management 

@ Avoids costly power problems by keeping your IT | @ Peace of mind that comes with full equipment 
equipment and data protected and available compatibility and reliability of a leader 


Smart-UPS On-Line provides high density, true double-conversion on-line power protection for servers, voice / 
data networks, medical labs, and light industrial applications. 


@ Save time with easy and convenient remote 
accessibility 


Backup Price Each 
Time 
Capacity No. of | Full 
Mfg. Part No. (VA/ W) Outlets | Load Dimensions _| Stock No. 1-4+ 


275 V to 120 V, NEMA L6-20P, NEMA 5-20R / NEMA L6-20R, Step-Down Transformer 
SRT3000RMXLT-5KTF | 3kVA/2.7kW ] 14 | 3.8min | 170x432x635mm] 92¥4363 | 6156.00 


275 V to 120 V, NEMA L6-20P, NEMA 5-20R / NEMA L6-20R / NEMA L6-30R / NEMA L14-30R, 
Step-Down Transformer 


SRT3000XLT-5KTF. | 3KVAI2.7kW 14 | 38min | 432x170x635mm] 92¥4366 | 6083.10 
275 V to 208 V, Hard Wire / NEMA 5-20R / NEMA L6-20R / NEMA L6-30R, Step-Down 
Transformer 

SRT8KRMXLT-5KTF 8kVA/8KW | 18 | 5.2min | 352x432x715mm | 59Y5783 |42303.90 


275 V to 208 V, Hard Wire / NEMA 5-20R / NEMA L6-20R / NEMA L6-30R / NEMA L14-30R, 
Step-Down Transformer 


SRIT6KXLT-SKTF 6kVA / 6kW 17 2.3min | 432x304x719mm | 59Y5782 |10554.30 
SRT8KXLT-SKTF 8kVA/ 8kW 18 5.2min | 432x393x715mm | 59Y5785 |12368.70 
275 V to 208 V, Hard Wire / NEMA L6-20R / NEMA L6-30R 
SRT6KRMXLT 6kVA/ 6kW 6 2.3min | 174x432x719mm | 38Y8816 | 9574.20 
SRT6KXL 6kVA / 6kW 6 2.3min | 174x432x719mm | 38Y8817 | 9039.60 
SRT8KRMXLT 8kVA/ 8kW 6 5.2min | 263x432x715mm | 38Y8819 |11283.30 
SRT8KXL 8kVA/ 8kW 8 5.2min | 263x432x715mm | 38Y8820 |10764.90 
SRT10KRMXLT 10kVA/ 10kW 6 3.7min | 263x432x715mm | 38Y8814 |13081.50 
SRT40KXLT 10kVA/ 10kW if 432x263x715mm | 38Y8815 |12692.70 
275 V to 208 V, NEMA L6-30P, IEC 320 C13 / IEC 320 C19/ IEC Jumpers 
SRTSKXLT-IEC 5kVA/ 4.25kW 8 4.4min | 130x432x719mm | 41¥4326 | 8148.60 
SRTSKRMXLT-IEC 5kVA/ 4.25kW 8 44min | 130x432x719mm | 41¥4325 | 8367.30 
V 


to 208 V, NEMA L6-30P, NEMA 5-20R / NEMA L6-20R / NEMA L6-30R, Step-Down 
Transformer 


SKRMXLT-SKTF [ SkVA/ 4.25KW 15 218x432x719mm | 59Y5778 | 9298.80 


R’ 
275 V to 208 V, NEMA L6-30P, NEMA 5-20R / NEMA rT 20R / NEMA L6-30R / NEMA L14-30R, 
Step-Down Transformer 


SRTSKXLT-SKTF 5SKVA/4.25kW | 15 4.4min | 432x260x719mm | 59Y5780 | 9144.90 
275 V to 208 V, NEMA L6-30P, NEMA L6-20R / NEMA L6-30R 

SRTSKRMXLT 5KVA/ 4.25kW 4 4Amin | 130x432x719mm | 29Y8272 cee, 

SRTSKXLT 5SKVA/ 4.25kW 4 44min | 130x432x719mm | 29Y8274 | 7873.20 
275 V to 230 V, NEMA L6-20P, NEMA L6-20R / NEMA L6-30R 

SRT3000XLT 3kVA/ 2.7kW. 3 3.8min | 85x432x635mm | 92Y¥4365 | 4762.80 

SRT3000RMXLT 3kVA/ 2.7kW 3 3.8min | 85x432x636mm | 80Y6591 | 4819.50 
PIM_5648071 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CS AND ES SERIES BACK-UPS APC 


RoHS 
Compliant 
Available 


ES series 


CS series 


CS and ES series Back-UPS utilize less power during normal operation and provide enough backup power to 
work through short and medium length power outages. They also safeguard equipment from damaging surges 
and spikes that travel along utility, data and phone lines. Most models include CD software, which automatically 
saves open files and gracefully shuts down the computer during extended outages. Additional features like an 
audible alarm, LED status indicator, user replaceable battery, push-button circuit breaker and transformer-block 
spaced outlets make these Back-UPS the perfect units to protect ones productivity from the constant threat of 
power outages and lost data. Three-year manufacturer's warranty. UL listed, CE compliant, FCC and C-Tick 
approval. 

CS SERIES - BATTERY BACK-UP AND PROTECTION FOR BUSINESS COMPUTERS. Back-UPS CS series 


POWER SUPPLIES 
UPS SYSTEMS 


Arc 


by Schneider Electric 


RoHS 
Compliant 
Available 


TOWER/RACK MOUNT SMART-UPS SYSTEMS 


SUA3000XL 


$1000 SMX750 


intelligent and efficient network power protection from entry level to scaleable runtime. Ideal for servers, point- 
of-sale, routers, switches, hubs and other network devices. Entry level 420-1500VA, Standard 750-5000VA, 
Extended Run 750-3000VA. Two year repair or replace manufacturer's warranty. UL listed, CSA certified. 

SUA series Smart-UPS® protect critical data by supplying reliable, network-grade power in either traditional 
lower or rack-optimized form factors. Perfect for protecting business critical servers, voice and data networks, 
point of sale, retail/bank back office and ATM's. Features high real-power output (watts), generous runtime, 
sine wave output, 16-segment LED visual display and intelligent battery management. Most models have DB-9 
RS-232, SmartSlot and USB interface ports. All iInclude CD with software, Smart UPS signalling RS-232 and/ 
or USB cable and user manual. 


desk-top tower units ideally protect business and office computer systems. All models include CD with software, SC series Smart-UPS is ideal for small and medium businesses looking to protect basic entry-level servers (with 
cord management straps, USB cable, and user manual. smaller, non-redundant power supplies), networking equipment and point-of-sale (POS) devices from power 
ES SERIES - BATTERY BACK-UP AND PROTECTION FOR HOME COMPUTERS. Back-UPS ES series disturbances and outages. These models feature network grade runtime, hot swap batteries, and built-in data 
desktop units ideally protect home and home office computer systems. All models include CD software and USB ine 
cable (except mfg. part no. BE350G) and user manual. protection for worry free uninterruptible power protection for increased availability. All models have DB-9 RS-232 
Backup Brice cach ag port; mfg. part no. SC1000 also has a USB port. All include CD with software, Smart UPS signalling 
Capacity No. of a cable and user manual. 
Mfg, Part No. (VAI W) Outlets Load Dimensions Stock No. 4d SMX series Smart-UPS systems have extremely high efficiency at low, medium and high load levels making 
~ hem ideal for today’s multi-core or virtualized servers that have varying load consumption. Features a 
120 V to 120 V, ES Series, NEMA 5-15R Battery Backup, NEMA 5-15R Surge, Black 16-segment LED display, extended range automatic voltage regulation (AVR), and pure sine wave output on 
@ BE650G1 650VA/ 390W 8 3.46x7.09x11.89" 5875684 143.19 battery. Additional manageability options are available through the Smart-Slot interface, which is an internal slot 
140 V to 120 V, CS Series, NEMA 5-15R Battery Backup, NEMA 5-15R Surge, Beige Tor thevnstallation of gplionsl| ACveSsOry Cards 
BK500 S00VA7300W [6 | 34min | G5x36x11.2" | 49H8517 | 237.84 et einicelEachy 
ime 
140 V to 120 V, CS Series, NEMA 5-15R Battery Backup, NEMA 5-15R Surge, Black Capacity No. of | Full 
BK350 350VA / 210W 6 5min 6.5x3.6x11.2” 49H8516 82.23 Mfg. Part No. (VA! W) Outlets | Load Dimensions | Stock No. 1-4+ 
@ BKS500BLK 500VA / 300W 6 3.4min 6.5x3.6x11.2” 85H1627 234.54 120 V to 120 V, SMX Series, NEMA 5-15R, Black 
PricelEach SMX3000LV 3kVA/ 2.7kW. 10 ¥ 17x7x19" 01X3032 | 2786.40 
Mfg. Part No. Description Stock No. 4+ 143 V to 120 V, SMX Series, NEMA 5-15R, Black 
RBC35 Battery, Cartridge, Replacement 43K8631 74.37 @ SMX1000 1kVA/ 800W 8 8min 17x3.5x19.3" | 50R5666 = 
pidaeee 154 V to 120 V, SC Series, NEMA 5-15R, Gray 
_ $C420 420VA/ 260W 4 6min 6.6x4.7x14.5" | 6143612 294.84 
. SC450RM1U 450VA / 280W 4 6min | 1.72x17x15.17" | 28K1871 391.71 
RS SERIES BACK-UPS Ose APC SC620 620VA/ 390W 4 6min 6.6x4.7x14.5" | 57J4970 = 
RS series Back-UPS offer high-performance protection for business and Avaliable” +5 Sraaiuer tacit 154 V to 120 V, SMX Series, NEMA 5-15R, Black 
office computer systems. It provides abundant battery backup power, = 7 
allowing user to work through medium and extended length power @ SMX1500RM2U TLAARVA 11-20 8 omin S.x17x19.9 pURECGT = 
outages. It also safeguards equipment from damaging surges and @ SMX1500RM2UNC | 1.44kVA/ 1.2kW 8 6min 3.5x17x19.3" | 50R5668 = 
spikes that travel along utility, phone and network lines. Features @ SMX750 750VA / 6OOW 8 14min 17x3.5x19.3" | 50R5669 = 
automatic voltage regulation (AVR) that instantly adjusts both low 
and high voltages to safe levels, so user can work indefinitely during Price Each 
sie fale Maoh seg larg on seek eh for ate Mfg. Part No. Description Stock No. 4+ 
outages when it's needed most. Shutdown software automatically SS <a ee 
powers down the computer system in the event of an extended @ SUA48XLBP Battery 410424 1205.55 
power outage. Additional features like audible alarms, LED status RBC4 Battery, Cartridge, Replacement 67H1522 142.42 
indicators, user replaceable battery, push-button circuit breakers and PIM_75507 


plentiful outlets make the RS series Back-UPS perfect to protect 
business’ productivity from the constant threat of power problems 
and lost data. All models includes CD with software, USB cable and 
user manual. Three-year manufacturer's warranty. 


BR1000G 
Backup Price Each 
Time 
Capacity No. of Full 
Mfg. Part No. (VA / W) Outlets Load Dimensions Stock No. 1-4+ 


120 V to 120 V, RS Series, NEMA 5-15R Battery Backup, NEMA 5-15R Surge, Black 


@ BR1000G 1kVA/ 600W 8 dee 9.8x3.94x15.04" 73R5349 = 

@ BR1300G 1.3kVA/ 780W 10 Smin 11.85x4.41x15.04” | 82R3903 — 

@ BR1500G 1.5kVA/ 865W 10 4min 11.85x4.41x15.04” | 80R9745 = 

130 V to 120 V, RS Series, NEMA 5-15R Battery Backup, NEMA 5-15R Surge, Black 

@ BR700G TOOVA / 420W 6 4min 7.48x3.58x12.2" 50R4988 217.99 
PIM_75505 


See the newest Technologies and 
Suppliers at: 


newark.com/new-products 


PIM_5624846 


1.800.463.9275 © newark.com 


PCB Fabrication & 


Assembly 


Quality U.S.-based manufacturers —as fast 
as 48-hour turnaround! 


element14.com/designcenter 


PIM_5624863 


SMART-UPS SERIES UNINTERRUPTIBLE POWER SUPPLY 
SYSTEMS 


by Schneider électric 
RoHS — 
Compliant 
Available 
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SUA1000RM2U, SUA750RM1U 


POWER SUPPLIES 
UPS SYSTEMS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SMART-UPS SERIES UNINTERRUPTIBLE POWER SUPPLY SYSTEMS 


SMC1000, SMC1500 


SUM1500RMXL2U 


SMC1000-2U, SMC1500-2U 


SMT750RM2U SMT750 


SMX2000RMLV2U 
Smart-UPS® 120V output/input systems provide equipment with backup safety and surge protection. Perfect 
for protecting business critical servers, voice and data networks, point of sale, retail/bank back office and ATM's. 
Features high real power output (watts), generous runtime, sine wave output, 16-segment LED visual display, 


SMART-UPS SERIES UNINTERRUPTIBLE POWER SUPPLY SYSTEMS 
(CONT.) 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
RBC24 Battery, Cartridge, Replacement 49H9845 794.75 
RBC48 Battery, Cartridge, Replacement 63K2603 234.29 
PIM_75508 


9PX SERIES, UNINTERRUPTIBLE POWER SUPPLIES Arc 


by Schneider Electric 


© Deploys easily as a rackmount or tower unit connected equipment 
and can be combined to support all types of © Integrates seamlessly with Eaton's IPM software 
configurations for continuous uptime of servers and virtual 
© Works well in harsh electrical environments and machines 
critical applications @ Works with Eaton’s PredictPulse remote monitor- 
@ Provides 13 measurements, 25 settings, 15 ing service 
control functionalities, six points of identification © Extends battery service life by 50% with ABM 
and optional password protection via the graphical technology 
LCD display @ Maximizes availability with extended battery mod- 
@ Shares power consumption down to the load ules for more runtime and optional maintenance 
segment with built-in energy metering, allowing for bypass 
better understanding of overall power usage and @ Protect the environment through energy efficient 
informed decision making on how to manage it operation (ENERGY STAR® qualified UPS) 


@ Includes remote power off (RPO) and remote on/ @ Integrates with Eaton network closet and server 
off (ROO) functionality for remote shut down of all room solutions 

Reliable. Versatile. Powerful. Efficient. With these features and more, the Eaton 9PX UPS integrates seamlessly 

into just about any IT environment. It’s ideal for keeping servers, switches, voice and data networks and storage 

systems online, supporting your overall goal of business continuity. 

A graphical LCD interface provides full UPS status, energy consumption analytics, enhanced configuration 


and intelligent battery management. All units have an APC SmartSlot, an internal accessory slot that allows capabilities and load segment control. And when paired with Eaton’s Intelligent Power Manager (IPM) software, 
installation of optional accessories to enhance performance. Parts with NC suffix include network card. Two you can monitor and manage your power devices from one dashboard no matter where you are. It also allows 
year repair or replace manufacturer's warranty. UL listed, CSA certified. you to automate load shedding, power capping and failover to a disaster site since IPM integrates with virtual 
SUA series models include CD with software, rack mounting hardware, Smart-UPS signalling RS-232 cable, platforms. 
USB cable and user manual. 5 
paw nel model inculdes CD with software, installation guide, rack mounting brackets and support rails, a | Price Each 
eta ! Capacity No. of Full 
SHC series models nude CD wi software USB cable user manual Mig.PartNo. | _(VA/W) | Outlets | Load _| Dimensions | StockNo. | _ 1-4+ 
SMT series models include CD with software, Documentation CD, Smart UPS signalling RS-232 cable, and 144 V to 120 V, NEMA 5-15R 
a see models include CD w/ software, Documentation CD, Installation guide, Rack Mounting brackets SSeM OE aU 8 Semi LESRESE Z2RGSSIE ENASSHCE 
Rack mounting hardware, Rack Mounting support rails, Removable support feet, Smart UPS signalling RS-232 @ 9PX1500R 1.5kV /1.35kW 8 5.8min 17.3x17.7" 22AC3312 | 1907.55 
cable, USB cable. @ 9PX1500RTN 1.5kV / 1.35kW 8 5.8min 17.3x17.7" 22AC3313 | 2368.44 
Backup Price Each @ 9PX700RT 700V / 630W 8 11.3min 17.3x17.7" 12AC9060 | 1136.42 
. Time 144 V to 120 V, NEMA 5-20R, NEMA L5-20R 

Mfg. Part No. raed oni a Dimensions | Stock No. 1-2+ © 9PX2000RT 2kV / 1.8kW 7 71min 17.3x23.8" O2AC8317 | 2193.01 
120 V to 120 V, SMX Series, NEMA 5-15R, NEMA 5-20R @ 9PX2000RTN 2kV / 1.8kW 7 7.7min 17.3x23.8" 22AC3314 | 2851.20 
© SMX2200RMLV2U | 2.2kVA/1.98KW | 8 | 3.36x17x26.26" | 2179528 | 2348.72 144 V to 120 V, NEMA 5-20R, NEMA L5-30R 
120 V to 120 V, SMX Series, NEMA 5-15R, NEMA 5-20R, NEMA L5-20R SSR SRV I 2TKW | 7 | 48min | 17.3x23.8" (DUG toa 
e DBBKVAT27KW | 7 3.36x17x26.26" | 2179530 | ae05 ba @ 9PX3000RTN | _3kV/2.7kW 7 | 48min | 17.3x23.8" [22003318 | 4484.97 
SMX3000RMLV2UNC 276 V to 208 V, C13 
@ SMX3000RMLV2U 3kVA/ 2.7kW 7 3.36x17x26.26" | 21T9529 | 2816.52 @ 9PX1000GRT 1kV / 900W 7.3min 17.3x17.7" 22AC3310 | 1468.25 
130 V to 120 V, SMC Series, NEMA 5-15R @ 9PX1500GRT 1.5kV / 1.35kW 8 5min 17.3x17.7" 17AC6303 | 1907.55 
@ SMC1000-2U 1kVA/ 600W 6 3.5x17x16" 9473766 — 276 V to 208 V, C13, C19 
@ SMC1000 1kVA/ 600W 8 8.62x6.72x17.3" | 9413765 - @ 9PX2200GRT 2.2kV | 2kW 10 6min 17.3x23.8" 03AC5053 | 2819.09 
@ SMC1500-2U 1.5KVA/ 900W 6 3.5x17x18" | 9473768 = @ 9PX3000GRT 3kV / 3kW 10 3.8min | 17.3x23.8" | 22AC3317 | 4024.08 
@ SMC1500 1.5kVA/ 900W 8 8.62x6.73x17.28" | 9473767 = 276 V to 208 V, NEMA L6-20R, NEMA L6-30R 
154 V to 120 V, SMT Series, NEMA 5-15R @ 9PX3000GLRT 3kV / 3kW 3 3.8min 17.3x23.8" 22AC3316 | 4024.08 
@ SMT1000RM2U 1kVA/ 700W 6 “i: 3.5x17x18" 2179521 ss @ 9PX3K3UN 3kV / 3kW 4 7.2min | 5.1x17.3x28.4" | 22AC3315 | 4702.05 
@ SMT1000 1kVA/ 700W 8 6min | 8.62x6.73x17.28" | 57R7111 — PIM_5729129 
@ SMT1500RM2U 1.44kVA/ 1kW 6 4min 3.5x17x18" 2179522 = 
@ SMT1500 1.44kVA/ 1kW 8 7min | 8.62x6.73x17.28" | 57R7112 -— 
@ SMT750RM2U 750VA / 500W 6 ne 3.5x17x16” 2179525 - 
@ SMT750 750VA / 500W 6 Smin | 6.34x5.43x14.29" | 57R7113 = 
154 V to 120 V, SMT Series, NEMA 5-15R, NEMA 5-20R 
@ SMT2200RM2U 2.2kVA/ 1.98kW 8 .. | 3.39x18.9x26.89" | 21T9523 = C u sto m 
@ SMT2200 2.2kKVA/ 1.98kW 10 7min 17x7.7x21.42” | 65R0014 _— . 
@ SMT3000RM2U 2.88kVA/2.7kW | 8 ._ [3.39x18.9x26.80"| 2179524 = Roc ker Switc hes 
@ SMT3000 3kVA/ 2.7kW 10 6min 17x7.7x21.42" | 65R0015 — 
154 V to 120 V, SMX Series, NEMA 5-15R, NEMA 5-20R, NEMA L5-20R Designed with your choice of: 
@ SMX2000RMLV2U | 1.92kVA/ 1.8kW 7 3.36x17x26.26” | 2179527 | 2631.52 . 
e 1.92kVA/1.8kW | 7 3.36x17x26.26" | 4872693 | 3876.83 color, text, logo, Icon 
SMX2000RMLV2UNC 
154 V to 120 V, SUA Series, NEMA 5-15R 

SUA1000RM1U 1kVA/ 640W 6 Smin 1.72x17x26" | 67H1551 
SUA750RM1U 7sovaragow | 4 | Tmin | 1.72x17x26" | 67H1556 | 936.02 Call 800.463.9275 or email: 
154 V to 120 V, SUM Series, NEMA 5-15R, NEMA 5-15P customswitches@newark.com 
@ SUM1500RMXL2U_| 1.44kVA/ 1.425kW 8 3.4x17x26.7" | 52K9230 ee: 
PIM_5624874 
> CONTINUED > 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


3S SERIES BATTERY BACKUP AND SURGE 

EROreSTOn UPS 
@ Ease of use plug-and-play functionality enables 
automatic integration (models 38550, 38750 
only) 

@ Sleek, compact design looks good displayed 
alongside high-tech equipment 

@ Space-saving wall or desk mount capability 

@ Premium protection for up to 10 devices, 
including those using data lines 

@ Provides up to 45 minutes of battery backup ‘ 

© Data line protection for telephone, fax or Ethernet batteries : 

© User-replaceable batteries © Dimensions: 3.4 x 5.5 x 13.2 

3S series UPS provides power protection for office and home computer equipment and peripherals, broadline 

modems (internet and TV), IP telephony and POS equipment. EcoControl functionality provides up to 30 percent 


E-T-N 


Powering Business Worldwide 


RoHS _ 
Compliant 
Available 


@ Three-year manufacturer's warranty, includes 


greater energy savings than typical battery backups (model 3S750 only). Features HID-compliant USB port for 
automatic integration with Windows, Mac and Linux (no drivers required). Up to 10 receptacles — (5) battery 
backup and surge protection, (5) surge protection. Offer integrated graceful shutdown capability for connected 
devices. 
Backup Price Each 
Time 
Capacity No. of Full 
Mfg. Part No. (VA/ W) Outlets Load Dimensions Stock No. 1-4+ 
120 V, 3S Series, NEMA 5-15P, NEMA 5-15R 
@ 3S 350 350VA/ 200W 8 45min 3.4x5.5x13.2" 47X1694_ | 118.76 
@ 38550 550VA/ 330W 8 45min 3.4x5.5x13.2" 47X1695 | 116.09 
PIM_212084 


5P SERIES NETWORK RACKMOUNT UPS E Tei 
a 


Powering Business Worldwide 
RoHS _ 
Compliant 
Available 


Suite for continuous up time of servers and virtual 


© Conserves valuable rackmount space with 


compact 1U or 2U configurations machines 
© Graphical interactive LCD display interface e Extends battery service life by 50% with ABM 
providess all critical UPS information in a single Technology 
screen view @ Three-year manufacturer's warranty, includes 
@ Fully integrates with Intelligent Power® Software battery 


5P series rackmount UPS delivers reliable enterprise-class backup power with an efficiency rating of up to 99% 
perfect for network closets and small data centers. Protects more devices by providing 20% more wattage than 
comparable UPSs. When paired with Eaton’s free Intelligent Power® Software Suite, the user can seamlessly 
monitor and manage connected equipment, even in virtualized environments. ENERGY STAR® qualified 2U 
rackmount models help consumers save money and protect the environment through energy efficient products 
and practices. UPS comes complete with USB and RS-232 cables, four-post rail kit (model 5P550R ears only), 
user manual CD, Intelligent Power Software Suite CD and Quick-Start guide. 2U models only include tower 
pedestals and Phillips head screwdriver. Globals models only include two IEC-to-IEC jumper cables, output and 
input cable locking systems. 
Capacity No. of Price Each 
Mfg. Part No. (VA/ W) Outlets Dimensions Stock No. 1+ 

120 V, Energy Star®, 2U Rackmount, NEMA 5-15P, NEMA 5-15R 

@ 5P1500RT 1.44kVA/ 1.44kW 8 3.4x17.4x20.6" 47X1700 1397.83 

120 V, Energy Star®, 2U Rackmount, NEMA 5-20P, NEMA 5-15R, NEMA 5-20R 

@ 5P2200RT 1.95kVA/ 1.92kW 8 3.4x17.4x20.6" 47X1703 1892.39 

120 V, Energy Star®, 2U Rackmount, NEMA L5-30P, NEMA 5-15R, NEMA 5-20R, NEMA L5-30R 

@ 5P3000RT 3kVA/2.7kW 7 3.4x17.4x25.4” 47X1705 2267.39 

120 V to 120 V, 1U Rackmount, NEMA 5-15P, NEMA 5-15R 

@ 5P1000R 1kVA/ 770W 5 1.7x17.2x20" 04X4169 1127.14 

@ 5P1500R 1.44kVA/ 1.1kW 5 1.7x17.2x21.8" 47X1699 1730.28 

@ 5P550R 550VA/ 420W 5 1.7x17.2x14.3” 47X1706 613.98 

230 V to 230 V, 1U Rackmount, C14, C13 

@ 5P1550GR 1.55kVA/ 1.1kW 6 1.7x17.2x21.8" 47X1702 1526.35 

@ 5P850GR 850VA/ 600W 4 1.7x17.2x20" 39X0899 1243.41 
PIM_212085 


5P SERIES NETWORK TOWER UPS 


cornu EF AT oN 
Geptinpian a e 


Available 
Powering Business Worldwide 


5P1000 5P3000 
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5P SERIES NETWORK TOWER UPS (CONT.) 


@ Slim spacing-saving design leaves room for @ Fully integrates with Intelligent Power® Software 
expanding IT systems Suite for continuous up time of servers and virtual 
@ Provides more real power (watts) to protect more machines 
equipment @ Extends battery service life by 50% with ABM 
© Graphical interactive LCD display interface Technology 
providess all critical UPS information in a single @ Three-year manufacturer's warranty, includes 
screen view battery 
5P series tower UPS delivers reliable enterprise-class backup power with an efficiency rating of up to 99% 
perfect for network closets and computer rooms. Protects more devices by providing 20% more wattage than 
comparable UPSs. When paired with Eaton's free Intelligent Power® Software Suite, the user can seamlessly 
monitor and manage connected equipment, even in virtualized environments. UPS comes complete with USB 


and RS-232 cables, user manual CD, Intelligent Power Software Suite CD and Quick-Start guide. Models 
5P2200 and 5P3000 only include tower pedestals and Phillips head screwdriver. Globals models only include 
two IEC-to-IEC jumper cables. 

Energy Star® qualified tower model helps consumers save money and protect the environment through energy 
efficient products and practices. 


Capacity No. of Price Each 

Mfg. Part No. (VA/ W) Outlets Dimensions Stock No. 1+ 
120 V, 5P Series, Tower Models, Energy Star®, NEMA L5-30P, NEMA 5-20R, NEMA L5-30R 
@ 5P3000 3kVA/ 2.7kW Ug 3.4x17.4x25.4” 47X1704 1963.41 
120 V to 120 V, 5P Series, Tower Models, NEMA 5-15P, NEMA 5-15R 
@ 5P1000 1kVA/ 770W 8 9.1x5.9x13.6" 47X1697 770.33 
@ 5P1500 1.44kVA/ 1.1kW 8 9.1x5.9x17.5" 47X1698 972.60 
@ 5P750 750VA / 600W 8 9.1x5.9x13.6" 47X1707 674.36 
230 V to 230 V, 5P Series, Global Tower Models, C14, C13 
@ 5P1550G 1.55kVA/ 1.1kW 8 9.1x5.9x17.5" 47X1701 1071.35 
@ 5P850G 850VA/ 600W 6 9.1x5.9x13.6" 11X2721 658.82 
PIM_212086 


* SERIES DESKTOP/WORKSTATION UPS 


Fits in small spaces — use as tower or desktop monitor stand 
@ Interface is auto-recognized when plugged in with Windows®, 
Macintosh® and Linux® environments 

@ User-friendly LCD* display provides critical information in a 
single screen view 

® Eco-control* saves up to 30% on energy consumption 

@ Provides surge protection for network phone lines, cable TV 
and satellite applications 
@ Three-year manufacturer's warranty, includes battery 


RoHS 
Geena E: I oN 


Available 


Powering Business Worldwide 


5S series small, compact UPS delivers backup power for desktop PCs 
and workstations. When paired with Eaton's UPS Companion software 
users can enhance power protection capabilities and provide safe 
system shutdown. Features Eco-Control outlets (models 5S700LCD, 
5S1000LCD, 5S1500LCD only), outlets with battery backup and surge 
protection, outlets with surge protection, offet outlets to accommodate 
bulky transformers, reset button (circuit breaker) and six-foot line cord. 
UPS comes complete with USB cable and user manual. 


Capacity No. of Price Each 

Mfg. Part No. (VA/ W) Outlets Dimensions Stock No. the 
120 V to 115 V, 5S Series, Desktop Tower Models, LCD Display, Eco-Control, NEMA 5-15P, 
NEMA 5-15R 
@5S1000LCD 1kVA/ 600W 10 9.8x3.4x15" 47X1714 315.39 
@ 5S1500LCD 1.5kVA/ 900W 10 9.8x3.4x15” 47X1716 377.09 
@ 5S700LCD 7O0VA / 420W 8 9.8x3.4x10.2" 47X1719 215.67 
120 V to 115 V, 5S Series, Desktop Tower Models, NEMA 5-15P, NEMA 5-15R 
@ 58550 550VA / 330W 8 9.8x3.4x10.2" 23X5693 194.17 
@ 58700 700VA / 420W 8 9.8x3.4x10.2" 47X1717 203.61 
230 V to 230 V, 5S Series, Global Desktop Tower Models, C14, C13 
@ 5S81500G 1.5kVA/ 900W 8 9.8x3.4x15” 47X1715 472.87 
@ 5S700G 7O0VA / 420W 6 9.8x3.4x10.2" 47X1718 296.95 
PIM_212087 


POWERWARE® 9130 SERIES UPS SYSTEMS 


E-T-N 


Powering Business Worldwide 


@ 


@ Provides more real wattage in less space with a 
0.9 power factor 

@ Maximizes runtimes with optional extended battery 
modules 

© Two-year limited factory warranty and a load 
protection guarantee 


@ Protects against downtime, data loss and process 
interruption by providing continuous, clean power 

© Cuts energy usage and costs with >95% efficiency 
rating in high efficiency mode 

© Conserves rack space with 2U rackmount form 
factor that includes internal batteries and a 4-post 
rail kit 
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POWERWARE® 9130 SERIES UPS SYSTEMS (CONT. 


9130 series UPS delivers optimal power quality, provides superior power hiansaenenl resolves utility power 
protection problems and supplies continuous power conditioning to all connected equipment. Simplifies 
UPS monitoring and management with a bright LCD user interface, intuitive power management software 
and optional eNotify Remote Monitoring service. Increases battery service life and system uptime with ABM 
battery-charging technology and hot-swappable batteries. 9130 series delivers essential power protection for 
IT and networking data center equipment, medical systems, manufacturing process control or anywhere critical 
equipment and applications require clean, continuous power. 


Backup Price Each 
Time 
Capacity No. of | Full 
Mfg. Part No. (VA/W) Outlets | Load | Dimensions | Stock No. 1+ 


138 V to 120 V, 9130 Series, North American Tower Models, NEMA 5-15P, NEMA 5-15R 

@ PW9130L700T TO0VA / 630W 6 3min [ 9.1x6.3x13.8" | 12R3230 -— 
240 V to 120 V, 9130 Series, North American Rack Models, NEMA 5-15P, NEMA 5-15R 
PW9130L1500R-XL2U | 1.5kVA/ 1.35kW 6 3min | 3.4x17.2x16.9" | 51P2908 = 
PW9130L700R-XL2U 700VA/ 630W 3min | 3.4x17.2x16.9" | 51P2915 = 


240 V to 120 V, 9130 Series, North American Rack Models, NEMA 5-20P, NEMA 5-20R / NEMA 
L5-20R 


@ PW9130L2000R-XL2U | 2kVA/ 1.8kW 7 3min [ 3.4x17.2x23.6" | 51P2910 = 
240 V to 120 V, 9130 Series, North American Tower Models, NEMA 5-15P, NEMA 5-15R 
PW9130L1000T-XL 1kVA/ 900W 3min [ 9.1x6.3x15” | 51P2907 | 1150.72 
PW9130L1500T-XL 4.5kVA/ 1.35kW 3min | 9.1x6.3x16.9" | 51P2909 =e 


240 V to 120 V, 9130 Series, North American Tower Models, NEMA 5-20P, NEMA L5-20R / 
NEMA 5-20R 


@ PW9130L2000T-XL 2kVA/ 1.8kW. 5 3min [ 12.8x8.4x16.1" | 51P2911 eas 
240 V to 230 V, 9130 Series, North American Rack Models, NEMA 5-15P, NEMA 5-15R 


@ PW9130L3000T-XL 3kVA/ 2.7kW 5 3min [ 12.8x8.4x16.1" | 51P2914 — 
240 V to 240 V, 9130 Series, International Models, C14, C13 / C19 
@ PW913012000T-XL 2kVA/ 1.8kW 9 3min [ 12.8x8.4x16.2” | 16R1635 = 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ PW9130N1000T-EBM Battery Module, Extended, 1000VA 51P2918 = 
@ PW9130N1500T-EBM Battery Module, Extended, 1500VA 51P2920 _ 
PW9130N1000R-EBM2U Battery Module, Extended, 2U, 1000VA 51P2917 639.75 
@ PW9130N1500R-EBM2U Battery Module, Extended, 2U, 1500VA 51P2919 a 


PIM_142156 


ECO-UPS SERIES ENERGY-SAVING UPS SYSTEMS 


TRIPP-LITE 


POWER PROTECTION 
RoHS _ 
Compliant 
Available 


TUV Rheinland 


ECO650LCD 


EC350UPS 


© 350VA-850VA 

© Green Outlet™ Technology 
© Up to 99% Efficiency 
@ Protection from Blackouts, Phantom Loads, 


Surges & Line Noise 
© Tel/Modem Line Protection 
e LCD Status Screen (Select Models) 


Designed for home and office applications, ECO-UPS Systems protect your computer, electronics and other 
equipment from downtime, damage and data loss caused by power problems, including blackouts, surges 
and line noise. Reliable battery backup power keeps computers operating through shorter outages and allows 
enough time to save files and shut down during longer ones. Free PowerAlert software* saves files automatically 
on unattended computers, and ECO-UPS Systems also work with built-in power management features of 
popular desktop operating systems. Surge-blocking phone jacks protect telephones, fax machines, analog 
modems, DSL modems and other communications equipment. Select models include an illuminated LCD status 
screen that displays voltage, wattage, runtime and other useful information. ECO750UPS is ENERGY STAR 
qualified for its ability to save customers money while helping to protect the environment. 
Backup Price Each 
Time 
Capacity No. of Full 
Mfg. Part No. (VA / W) Outlets | Load Dimensions Stock No. 1-4+ 

120 V to 120 V, Eco-UPS System 

@ ECO350UPS 350VA/ 180W 6 3.1min 3x8x6.4" 74P0141 87.24 

@ ECOS550UPS 550VA / 300W 8 3.5min 3.1x10.8x5.7" | 74P0142 127.63 

@ ECO750UPS 750VA / 450W 12 2.8min 3.1x12.2x6.9" | 74P0143 121.84 
120 V to 120 V, Eco-UPS System, GSA/TAA Compliant 

@ ECOS50UPSTAA | S5SOVA/ 300W 8 3min 3.1x10.8x5.7" | 67R1444 139.58 
@ECO750UPSTAA | 750VA/450W 12 2.5min 3.1x15x9.8" 67R1445 183.99 
120 V to 120 V, Eco-UPS System, LCD 

@ ECO650LCD 650VA/ 325W 8 3min | 3.5x10.75x5.75” | 4613769 144.20 
@ ECO850LCD 850VA / 425W 12 2.8min 3.5x12x7" 4673770 121.84 
PIM_144703 
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@ Indicates RoHS Compliant 
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INTERNET OFFICE™ STANDBY UPS SYSTEMS 


TRIPP-LITE 


POWER PROTECTION 


. 
of 
te 

= 


ed eat 
Fig. 1 
Fig. 2 ; Fig. 3 
© Compact, internet-ready standby protection peripherals 
for home/office computers, modems and all © UL listed 
Free basic PowerAlert software (Web download) and communication port provide automatic unattended 
shutdown. Built-in jacks protect against surge damage on the phone/DSL or phone/DSL/ethernet lines. 
Backup Price Each 
Time ional 
Capacity No. of Full 
Mfg. Part No. (VA/ W) Outlets | Load | Dimensions | Stock No. 1+ 
120 V to 120 V, Low-Profile, Tower, NEMA5-15R (UPS / Surge), DB9 Port, Fig. 1 
INTERNET350SER 350VA/ 180W 6 2.5min 3x10.5x5” 09J4249 90.46 
120 V to 120 V, Low-Profile, Tower, NEMA5-15R (UPS / Surge), Fig. 4 
INTERNET350U 350VA/ 180W 6 3min 3x8x6.4” 73C7059 89.27 
INTERNET550U 550VA/ 300W 8 3.5min | 3.1x5.7x10.8" | 58K9725 | 104.28 
INTERNET750U 750VA/ 450W 12 24min | 3.1x15x6.9" | 09J4251 145.55 
120 V to 120 V, Standby Mini-Desktop UPS, NEMA5-15R (UPS / Surge), Fig. 1 
BC350 350VA/ 180W 6 2.5min 3x10.5x5” | 78K5536 78.02 
120 V to 120 V, Tower, NEMA5-15R (UPS / Surge), Fig. 2 
INTERNETOFFICE500 | 500VA/ 280W 6 4.6min | 8.5x5.2x7" | 83F6120 = 
120 V to 120 V, Tower, NEMA5-15R (UPS / Surge), Fig. 3 
INTERNETOFFICE700 | 700VA/ 425W 6 3.9min | 10.8x5.2x7.5” | 53H7299 | 188.90 
147 V to 120 V, Standby Mini-Desktop UPS, NEMA5-15R (UPS / Surge), Fig. 1 
@ AVR900U QO0VA/ 480W 12 3min 4x12x7" 75M2042 | 157.31 
PIM_12230 
SMARTPRO® INTELLIGENT NETWORK UPS —_——a~—— 
SYSTEMS TRIPP-LITE 
POWER PROTECTION 
SB : 
Compliant 
papriiniciaene Available 
DOOTOD OOOO eD 
TN 
} 
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Fig. 1 Fig. 2 Fig. 3 


® Automatic voltage regulation (AVR) supports 
equipment during brownouts and overvoltages 
@ Free enhanced PowerAlert software and up to 4 


The tower counterpart to the SmartPro® rack mount line with intelligent, microprocessor-controlled protection 
and a full range of power management features to protect network servers. 


comm. ports provide network power management 
@ Extended run options 


Backup Price Each 
Time 
Capacity No. of Full 
Mfg. Part No. (VA/ W) Outlets | Load Dimensions | Stock No. 1+ 


120 V to 120 V, Extended Runtime Systems, NEMA5-15R, Fig. 1 


@ SMART750XLA 750VA / 500W 8 10min 10.1x6.7x13.8" | 46P6694 572.93 
120 V to 120 V, Standard Runtime Systems, NEMA5-15R, Fig. 1 

SMART550USB 550VA / 300W 6 4.6min 8.5x5x6.5" 8109225 195.93 

SMART750USB 750VA / 450W 6 3min 10.8x5.2x7.5" 88H4316 217.39 
140 V to 120 V, Extended Runtime Systems, NEMA5-15R, Fig. 3 

SMART2200NET 2.2kKVA/ 1.7kW 6 11min 17x9x12.5" 92F3235 | 1393.68 


140 V to 120 V, Extended Runtime Systems, NEMA5-15R / NEMA5-15/ NEMA5-20R, Fig. 3 


SMART3000NET 3kVA/ 2.4kW 8 7min 17x9x12.5" 52F6936 | 1563.45 
145 V to 120 V, Standard Runtime Systems, NEMA5-15R, Fig. 1 

SMART750SLT 750VA / 500W 8 6.5min | 10.2x6.8x13.25" | 82K9296 523.30 
145 V to 120 V, Standard Runtime Systems, NEMA5-15R, Fig. 2 

SMART1050SLT | 1.05kVA/ 650W 8 7min 10.2x6.8x13.2” | 97H2865 695.45 

SMART1500SLT 1.5kVA/ 900W 8 8min 10.2x6.8x13.2" | 09/4271 838.52 
145 V to 120 V, Standard Runtime Systems, NEMA5-15R / NEMA5-20R, Fig. 2 
@ SMART2200SLT 2.2kVA/ 1.6kW 7 Smin 10.5x8.9x12.5" | 53M2025 | 1204.13 
147 V to 120 V, Extended Runtime Systems, NEMA5-15R, Fig. 1 

SMART1500XL | 1.5kVA/ 980W 6 7min 12.8x7.5x9.5" 53H8289 744.96 

> CONTINUED > 
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POWER SUPPLIES 


UPS SYSTEMS 
SMARTPRO® INTELLIGENT NETWORK UPS SYSTEMS (CONT.) OMNISMART™ LINE-INTERACTIVE UPS SYSTEMS = —=~_=—>___ 
Backup Price Each TRIP; 'P. LITE 
Time a POWER PROTECTION 
Capacity No. of Full 
Mfg. Part No. (VA/W) Outlets Load Dimensions | Stock No. 1+ Gop einpiat 
30R, Fig V, Extended Runtime Systems, NEMA5-15R / NEMA5-15/ NEMA5-20R / NEMAL5- Available 
SMART3000VS 3kVA/ 2.25kW 10 4min 14.2x9.2x12” | 73J5841 1438.80 
147 V to 120 V, Standard Runtime Systems, NEMA5-15R, Fig. 1 
SMART1050 1kVA/ 705W 6 8min 11.8x7.2x7.2" | 16F1210 507.75 
SMART1500 1.5kVA/ 980W 6 7min 12.8x7.5x9" 8109221 728.88 
SMART700SER | 700VA/450W 6 5.9min | 11.8x7.2x7.8" | 09J4272 373.50 OMNISMART700 
“e svanrrsn [Toor [0 | snin_[ visu." soreano | sga.g0_* Ptone\tael eon orton segues 
147 V to 120 V, Standard Runtime Systems, NEMAS-15R / NEMAS-5/20R, Fig. 3 Mid-level, line-interactive UPS series offer automatic voltage regulation at an affordable price to protect 
SMART2200VS | 2.2kVA/ 1.6kW 9 8min 14.2x9.2x12" | 88H2977 | 1240.44 computers, workstation and small servers. Free basic PowerAlert software (web download) and USB 
PIM. 3922 communication port provide automatic unattended shutdown. 
_ Backup Price Each 
SMARTPRO® RACK/TOWER INTELLIGENT LINE- eS Capacity | No. of Ful 
INTERACTIVE UPS SYSTEMS TRIPP-LITE Mig, Part No. (VA/W) | Outlets | Load | Dimensions | StockNo.| 1+ 
Eon 120 V to 120 V, Omni VS (Value Series), NEMA5-15R, 2 x Surge Damage Phone/DSL Line 
Relig OMNIVS1000 1kVA/ 500W 8 3.5min | 10.8x5.2x7.5" | 0934214 244.57 
Gee sinpian OMNIVS800 800VA/ 475W 7 3.5min | 10.8x10.2x11” | 094216 243.13 
147 V to 120 V, Omnismart™, NEMA5-15R 
OMNISMART1050 1kVA/ 705W 6 7min | 11.5x6.8x7.2” | 52F6954 462.04 
@ OMNISMART1400 1.4kVA/ 940W 6 8min | 12.8x7.5x9.2" | 13B3726 544.74 
© Automatic Voltage Regulation (AVR) Supports Less Space — As Slim As 1U 147 V to 120 V, Omnismart™, NEMA5-15R, 1 x Surge Damage Phone/DSL Line 
Equipment During Brownouts and Overvoltages @ Extended Runtime Options OMNISMART300PNP | 300VA/ 180W 3 10.8min | 8.5x5.2x7” 83F6115 176.34 
: ence el le mae jester eit SU : say 147 V to 120 V, Omnismart™, NEMA5-15R, 1 x Surge Damage Phone/DSL Line/Ethernet 
rears neler mexoperossor enol peson wil rae of power Pangerent eyes —“yaySwART700 [Tovar asiw | 6 | 22nn | toexsax7s* | coat [3089 
to 4 communication ports (USB and DB9) provide unparalleled network power management. Mfg. part no. 147 V to 120 V, Omnismart™, NEMA5-15R, 2 x Surge Damage Phone/DSL Line 
SMARTS000RT3U includes 3U power module and 3U battery module and offers 208 and 120V output. 17.5 OMNISMART500 500VA/ 300W 6 3.7min 8.5x5.2x7" | 4706601 303.03 
Deal _ 147 V to 120 V, Omni VS (Value Series), NEMAS5-15R, 1Tel or 10BT 
— WefiesiEach OMNIVS1500 15KVA/940W [8 4min | 11.8x7.2«7.5" | 82K9292 | 334.66 
Capacity No. of | Full 147 V to 120 V, Omni VS (Value Series), NEMA5-15R, 1 x Surge Damage Phone/DSL Line/ 
Mfg. Part No. (VA/W) Outlets | Load Dimensions _| Stock No. 1+ Ethernet 
120 V to 120 V, SmartPro®, Energy Star, LCD, DB9 Port OMNIVS1500XL 1.5kVA/ 940W 8 45min | 11.8x7.2x7.5" | 09/4215 394.97 


SMARTSOORT1U 500VA/ 300W 7 3.2min | 1.73x17.32x11.26" | 0934394 | 308.92 PIM_3898 
120 V to 120 V, SmartPro®, LCD, DB9 Port 


@ SMART2200RM2U | 2.2kVA/1.92kW| 6 4.5min 3.5x17.5x19" 2704816 | 1449.95 LINE INTERACTIVE UPS SYSTEMS FOR — 
145 V to 120 V, SmartPro®, Extended Run, LCD, DB9 Port HEALTHCARE MARKET TRIPP-LITE 
2.2kVA/ 1.6kW 8 4.5min | 3.46x17.32x19.29" | 8109224 | 1470.62 POWER PROTECTION 
was or 
SMART2200RMXL2U as 
145 V to 120 V, SmartPro®, LCD, DB Port = Gee sinsiat 
SMART3000RM2U | 3kVA/ 2.25kW 9 | 3.45min | 3.43x17.32x19.46" | 27C4819 | 1596.60 i | i a ll Onna Available 
147 V to 120 V, SmartPro®, Energy Star, LCD, DB9 Port —SS=== 
SMART1000RM1U 1kVA/ 800W 6 4min_ | 1.75x17.5x16.75" | 81C9219 | 894.77 ———— 
SMART7S0RM1U | 750VA7600W | 6 | 4.8min | 1.75x17.5x16.75" | 53H8293 | 717.44 on y —<$_ irancais 
aa 
147 V to 120 V, SmartPro®, LCD, DB9 Port Sa 
@ SMART1000RM2U 1kVA/ 700W 6 7min | 3.45x17.35x12.5" | 95H6990 | 758.80 SSS 
SMART1500RM2U 1.5kVA/ 1kW 8 5.3min | 3.45x17.3x13.45" | 94H7821 | 947.80 pe 
282 V to 120 V, SmartPro®, Extended Run, DB9 Port Suis tba cI TORING 
SMARTSOOORTSU SKVA ! AkW 4 Témin | _5.2x17.5x22.5" AC OS23)| AASTAD © Medical-grade models are UL 60601-1 listed with during brownouts without draining battery power 
Price Each built-in isolation transformers reducing leakage to © ® Automatic shutdown system when left unattended 
boas — less than 100 microamps © Hospital-grade plug and receptacles 
Mfg. Part No. Description Stock No. ieee © Automatic voltage regulation supports equipment 
BP48V24-2U Battery, Rack/Tower, 48V, 2U 25C6321 781.91 MEDICAL-GRADE — RATED UL 60601-1 
PIM_68230 Backup Price Each 
Time 
Capacity No. of | Full 
Mfg. Part No. (VA/ W) Outlets | Load Dimensions Stock No. 1+ 


120 V to 120 V 
@ SMART2500XLHG | 2.2kVA/1.92kW| 4 44min | 9.72x14.17x23.43” | 66W5751 | 2454.72 
132 V to 120 V 

OMNISMART350HG | 330VA/ 225W 4 10min 10.8x5.2x7.5" | 31C1577 | 632.88 
142 V to 120 V 


Panel Meters and Switches designed to your specs SMART1200XLHG | 1kVA/750W 4 10min | 18.2x11.8x13.5" | 3101607 | 1124.14 
Choose your own colors, text, and logo SMART700HG 7OOVA/450W | 4 | 18min | 12.8x11.8x13.5" | 13B3746 | 885.41 
PIM_12233 


ISO certified lab with a Certificate of Conformance 
included with your order 


Call 800 859 1257 


Email: panelmeters@newark.com 


PIM_5795297 
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POWER SUPPLIES 
UPS SYSTEMS 


SMARTONLINE® 3-PHASE TOWER UPS SYSTEMS 
3-phase hardwire (4-wire plus ground), wye input and output (120/208VAC) TRIPP-LITE 
Wide input voltage correction range (88-144VAC/166 -250VAC) POWER PROTECTION 
IGBT inverter technology 

Zero transfer time, on-line, double-conversion operation 

3:1 crest factor safely supports a variety of equipment 

3 communication ports (RS-232, contact closure and AS-400) 

SNMP card slot and EPO jack 

Manual bypass switch and automatic bypass function 

Battery Start Switch allows cold restart 

Emergency Power-Off button 

Combination LED/LCD display 

UL listed 

SmartOnline® 3-phase intelligent, true on-line UPS systems provide 
mission-critical equipment in computing, networking or telecommunications 
environments with the highest level of power protection available. Large 
capacity mfg. part no. SU20K3/3 20,000VA/16,000 watt and mfg. part no. 
$U30K3/3 30,000VA/24,000 watt power modules continually convert incoming AC power into filtered DC power, 
and then resynthesizes it back into AC power with a pure sine wave. Efficient operation saves money by lowering 
electricity consumption. Hardwire input and output connections support a variety of permanent or PDU style 
power connections. Frequency is 50 or 60Hz (auto-selectable). Includes UPS power module, external battery 


module, PowerAlert® software and 6-ft communication cable, 1-yr. manufacturer's warranty information and 
instruction manual. Battery support can be extended with additional external battery modules; go online or call . 
Backup Price Each 
Time 
Capacity Full 
Mfg. Part No. (VA/ W) Load Dimensions Stock No. ‘he 
250 V to 208 V 
$U20K3/3 20kVA/ 16kW 5min 35.9x19.5x36.8" 24K0906 = 
SU30K3/3 30kVA/ 24kW 5min 35.9x19.5x37.9" 24K0908 eS 
PIM_84540 


SMARTONLINE™ INTELLIGENT TRUE ONLINE 
TOWER UPS SYSTEMS 


TRIPP-LITE 


POWER PROTECTION 


RoHS _ 
Compliant 
Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SMARTPRO® AND OMNISMART™ SERIES DIGITAL UPS SYSTEMS WITH 
LCD DISPLAY (cONT.) 


Backup Price Each 
Time fic ——— wy 
Capacity No. of | Full 
Mfg. Part No. (VA/ W) Outlets | Load Dimensions __| Stock No. 1+ 

120 V to 120 V, Smartpro® Series, NEMA 5-15R, Extended Runtime 
@ SMART1500LCDXL | 1.5kVA/ 900W 8 4min 3.5x17.3x10.5" | 6475581 506.43 
120 V to 120 V, Smartpro® Series, NEMA 5-15R, Tower 
@ SMART1300LCDT | 1.3kVA/ 720W 8 8x5.75x15.4" 72W1449 209.51 
@ SMART1500LCDT | 1.5kVA/ 900W 10 ie 8x5.75x15.4" 62W0637 326.09 
132 V to 120 V, Omnismart™ Series, NEMA 5-15R 

OMNI650LCD 650VA/ 350W 8 3.5min 12x3.7x7.2” 82K6211 212.88 
139 V to 120 V, Omnismart™ Series, NEMA 5-15R 

OMNIS00LCD 900VA/ 475W 8 3min 11.8x3.7x7.2" 82K9293 237.20 
139 V to 120 V, Smartpro® Series, NEMA 5-15R 

SMART1000LCD AkVA/ 500W 8 3min | 11.84x3.66x7.24” | 65K4697 233.12 
147 V to 120 V, Smartpro® Series, NEMA 5-15R 

SMART1200LCD 1.2kVA/ 700W 8 4min 3.5x17.25x10.5" | 82K9294 432.55 

SMART1500LCD 1.5kVA/ 900W 8 3.5min | 3.5x17.25x10.5" | 82K9295 400.92 


PIM_88045 


SDU AC-A SERIES, UNINTERRUPTIBLE POWER 
SUPPLIES 


SOLA+HD 


@ Lightweight, compact industrial design 
@ Communications port for optional industrial ether- 
net protocols or discrete communication cards 


capability 
@ Remote turn-on and shut-off capabilities 
© Simulated sinewave output 


@ USB communication port © Software and cable included for easy installation 
© Wide operation temperature range and cold start 
True online system protects against blackouts, brownouts, spikes and line noise. Provides pure sine waveform, — innicelEechy 
zero transfer time and premium voltage regulation. Diagnostic LEDs provide advance warning of potential power Capacit Full 
problems before equipment is affected. Includes PowerAlert® software that saves files automatically during Mfg. Part No. (VA/W) Load Dimensions Stock No 4-94 
unattended shutdown and provides unparalleled network power management. 9. - - 
Backu| Price Each sanyo 
Time” ————| SDU500A 500VA/ 300W 4min 123.7x281.9x122.3mm 11AC9460 391.74 
Capacity No. of Full SDU850A 850VA/ 510W 2min 123.7x281.9x122.3mm 11AC9462 = 
Mfg. Part No. (VA/ W) Outlets Load Dimensions | Stock No. 1+ 230 V to 230V 
120 V to 120 V, Smartonline™, NEMAS5-15R SDUS500A-5 500VA / 300W 4min 123.7x281.9x122.3mm | 11AC9461 | 438.48 
@ SU1000XLA 1kVA/ 800W 6 45min 10x6.8x13.2 16M3541 771.38 SDU850A-5 850VA/ 510W 2min 423.7x281.9x122.3mm 41AC9463 580.68 
@ SU1500XL 1.5kKVA/ 1.2kW 6 4.5min 10.2x9x19.5" | 46M3748 | 1002.88 
@ SU2200xXLA | 2.2kVA/1.6KW | 7 45min | 10.2x9x19.5" | 46M3749 | 1352.58 ee [tericslEschy 
SU7S0XL 750VA7 600W 6 amin | 10x6.8x13.2" | 82K9298 | 747.88 Mfg. Part No. oa aes ei See Uae 
120 V to 120 V, Smartonline™, NEMA5-15R, Extended Backup Times, External Battery Packs SDUEDC Newark ~ ng : af wat i = — pal AIRCSAEG OTe 
SU3000XL 3kVA / 2.4kW 9 5min 10.3x9x20.5" | 96H7056 | 1742.09 SDUENELIECARD ee ae Le SHBeT 
SDUCFRELAYCARD | Relay Card, Dry Contact, LED Diagnostics, Standby | 11AC9457| 368.16 
Price Each Mode Capability 
Mfg. Part No. Description Stock No. 1-1-4+ PIM_5687333 
BP48V/24-2U Battery, Rack/Tower, 48V, 2U 25C6321 781.91 
PIM_59171 


SMARTPRO® AND OMNISMART™ SERIES DIGITAL 
UPS SYSTEMS WITH LCD DISPLAY 


TRIPP-LITE 


POWER PROTECTION 


RoHS 
Compliant 
Available 


SDU SERIES OFF-LINE DIN RAIL UPS 


SOLAMHD 


© Compact industrial design 

© Wide operating temperature range, 
0°C to 50°C 

@ Phone line surge protection 
included 

® Software and communication cable 
included 

© Simulated sinewave output 

@ RS232 communication port 


RoHS _ 
Compliant 
Available 


cANis 


© Two-year manufacturer's warranty 


@ USB port and Form C dry contact, optional 


SMART1000LCD 


© Large rotatable LCD screen shows power condi- 


tions and UPS correction sin real time 


© 8AC outlets plus tel/DSL, Ethernet (SMART 


SMART1500LCDXL 


unattended shutdown 


TUV Rheinland 


© Built-in USB port and free PowerAlert Software for 


© Tower, shelf or 2U rackmount installation** 


series only) 
Line-interactive digital UPS system offers protection for personal computers, workstations, audio /video and 
media centers. Dimensions are listed in primary form factor. Omnismart series is CSA certified. 
Backup Price Each 
Time 
Capacity No. of Full 
Mfg. Part No. (VA/ W) Outlets Load Dimensions | Stock No. 1+ 
120 V to 120 V, Omnismart™ Series, NEMA 5-15R, Tower 
@OMNI1500LCDT | 1.5kVA/810W 10 eS 8x5.75x15.4” | 72W1447 290.42 
> CONTINUED > 


832 


SDU series off-line DIN rail UPS provides economical protection from damaging impulses and power 
interruptions. These units include accessible connection screw termination for critical devices needing battery 
back-up. 


Backup Price Each 
Time == 
Capacity Full 
Mfg. Part No. (VA/ W) Load Dimensions Stock No. 1-4+ 
120 V to 120 V 
SDU850 | 850VA/ 510W 2.5min 4.88x11.1x4.55" 28K6418 eS 
230 V to 230 V 
SDU-850-5 | 850VA/ 510W 2.5min 4.88x11.1x4.55” 64K2043 = 
> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


SDU SERIES OFF-LINE DIN RAIL UPS (CONT.) 


POWER SUPPLIES 


UPS SYSTEMS 


S1K SERIES COMPACT UNINTERRUPTIBLE POWER SYSTEMS (UPS) 


Price Each (CONT.) 
Mfg. Part No. Description Stock No. i+ Price Each 
@ SDU-PMBRK Bracket, Chassis Mount 67K3281 39.56 Mfg. Part No. Description Stock No. 1-1-4+ 
RELAYCARD-SDU Kit, Dry Contact Relay 64K2194 = S1K-PMBRK Kit, Mount Bracket, Wall/Panel 29K8558 —_ 
PIM_84612 PIM_70251 


SDU SERIES 24V DC DIN RAIL UPS 


@ Modular, rugged industrial grade design 
@ Microprocessor based controls 
© Automatic self-test feature for UPS function and 


SOLAtHD 


RoHS — 

Compliant 

Available 
@® 


us 
c US 


@ No internal fan, no extra cooling required 
© Sturdy, reliable all metal DIN rail mounting 
connector 


battery management check @ LED status indicators 


@ Power module wide operation temperature range  @ Universal Dry Contact Relay terminals provide 
(-20 to +50°C) remote signaling 
@ Flexible batteries back-up expansion capabilities © Monitoring, diagnostics, and remote turn-on and 
® Overload protection in normal and battery modes shut-off capabilities 
@ User replaceable batteries © Two-year manufacturer's warranty 
@ ||P-20 rated input and output screw terminals 
SDU DC UPS series is a powerful, microprocessor controlled UPS that provides protection from power 
interruptions. With an input voltage range of 22.5 to 30.0 Vdc, the DC UPS is the ideal power back-up solution 
for your critical connected loads. These units were designed for use with SDN series of power supplies. 
Backup Price Each 
Time 
Capacity Full 
Mfg. Part No. (VA/ W) Load Dimensions Stock No. 1-4+ 
24V 
SDU 10-24 240VA 14min 4.88x3.02x4.55” 60M3378 — 
SDU 20-24 480VA 4min 4.88x3.02x4.55” 60M3379 467.79 
Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 
SDU 24-BAT Battery Module, DIN Rail/Panel Mount, 24V 60M3380 267.94 
SDU 24-BATEM Battery Module, External Mount, 24V 60M3381 411.40 
@ SDU-PMBRK Bracket, Chassis Mount 67K3281 39.56 
SDU 24EXTBC6 Cable, Battery Module, 6ft. 60M3383 47.70 
PIM_102100 


S1K SERIES COMPACT UNINTERRUPTIBLE POWER 


SOLA+HD 


S3K SERIES INDUSTRIAL GRADE LINE INTERACTIVE Azit 
UNINTERRUPTIBLE POWER SUPPLIES (UPS) SOL D 


@ Line-interactive with data line protection for 
telephone and network connections 
@ Automatic voltage regulation (AVR) topology 
— Saves battery over/undervoltages when input 
is below 87V 
@ Sinewave output 
® Configurable input voltage 
© Automatic self test function 
© User replaceable “Hot Swapping” batteries 
© ULlisted 
© Two-year manufacturer's warranty 
$3K series UPS protect against most power 
disturbances including over/under voltages through 
line-interactive technology. Additionally, S3K series 
UPS are provided with an input circuit protector and a pair of surge protected data line connectors (RJ-45), 


with an automatic test function to insure the capability of the battery to supply power in emergency situations. 
Should the battery fail this test, the UPS will display a warning to indicate that the battery needs to be replaced. 
Backup Price Each 
Time ae 
Capacity No. of Full 
Mfg. Part No. (VA / W) Outlets Load Dimensions Stock No. 1-4+ 
132 V to 120 V, S3K Series, NEMA 5-15R 
$3K1000 1kVA/ 750W 4 4min 8.3x5.5x17.2” | 83H5276 = 
S3K1600 1.44kVA/ 1.2kW 6 3min 8.9x6.7x17.7" | 83H5277 | 1262.06 
$3K700 7O0VA/ 480W 4 5min 8.3x5.5x17.2" | 83H5285 = 
Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 
SRS1832 Rack Slide Kit 36K2814 224.89 
PIM_78298 


S4K2U-C / S4K2U-5C INDUSTRIAL ON-LINE 
UNINTERRUPTIBLE POWER SYSTEMS (UPS 


Features: 

© Hardwire capability for permanent installation 

@ Small 2U (S4KC) height, 4U (S4K4U) height maximiz- 
es available space 

@ Input and output noise suppression 

@ Higher output power factor of 0.90 (S4KC) 

@ PWM inverter reduces output voltage distortion 

® Add on batteries for extended back-ups 

@ Integral sealed non-spillable batteries 

e 

e 

e 

e 


SOLA+HD 
Wa 
ce 


Hot swappable user replaceable battery 
Automatic restart and manual battery test 
Rack-mount or stand-alone tower mounting 


SYSTEMS (UPS) Two-year limited manufacturer's warranty 
@).. S4KC is a single-phase, on-line (double-conversion) UPS system available in 500-3000VA, 120V and 230V. On- 
Line design means zero transfer time from external to internal power. When utility power fails, your critical load 
remains supported by a seamless flow of power. S4KC protects equipment from virtually all power disturbances 
due to blackouts, brownouts, sags, surges or noise interference. The rack-tower models are also supplied with 
securing flanges and rack slide mounting hardware. Units can be easily hardwired by removing the attached 
line cord and receptacle plate. All units include a conduit knockout cover in the box. S4KC4U is a single-phase, 
on-line (double-conversion) UPS system available in 6000VA, 120V/ 240V. 
Backup Price Each 
Time =n) 
. . F Capacity No. of Full 
Features: ; @ Frequency: 50 or 60Hz input and output Mfg. Part No. (VA/W) Outlets | Load | Dimensions | StockNo. | — 1-2+ 
@ Small, compact design @ Input plug: 5-15P ; 
© Data-line surge protection for phone or network © Two-year manufacturer's warranty 120 V to 127 V, S4K2U-C Series, NEMA 5-15P, NEMA 5-15R 
@ DB-9 communications interface; software and @ ULlisted S$4K2U1000-C 1kVA/ 900W 6 7min 3.4x16.9x19.7" | 67R1460 2133.60 
cable included @ S1K-PMBRK for use with all S1K series except $4K2U1500-C 1.5KVA/1.35kW ry ‘4min 3.4x16.9x19.7" | 67R1462 2791.14 
© Step sinewave output S1K1500 : = 
© Voltage: 115VAC input and output $4K2U700-C 700VA / 630W 4 11min | 3.4x16.9x19.7" | 67R1468 | 1757.82 
Economical and compact protection from damaging impulses and lost data due to power interruptions. S1K 120 V to 127 V, S4K2U-C Series, NEMA 5-20P, NEMA 5-20R 
Offline series is designed to fit easily under a desk, or in any other location where space is limited. $4K2U2000-C QkVA/ 1.8kW 4 3min 3.4x16.9x19.7" | 67R1463 | 3435.03 
lg Price Each 120 V to 127 V, S4K2U-C Series, NEMA 5-30P, NEMA 5-20R / NEMA L5-30R 
ime F 7 
Capacity No. of Full $4K2U3000-C 3kVA/ eit 4 3min | 3.4x16.9x23.7" | 67R1465 | 5997.77 
Mfg. Part No. (VA/W) Outlets Load Dimensions | Stock No. 4-2+ 230 V to 127 V, S4K2U-5C Series, IEC 320-C14, IEC 320-C13 
144 V to 115 V, S1K Series, NEMA 5-15R (Battery / Surge) S4K2U1000-5C 1kVA/ 900W 4 6min | 3.3x16.9x19.6" | 67R1461 | 2445.34 
$1K1200 1.2kVA/720W 4 1.3min 5.3x3.8x12.6" 34C1971 = 230 V to 127 V, S4K2U-5C Series, IEC 320-C20, IEC 320-C13 
S1K320 320VA / 240W 4 4min 5.3x3.8x12.6” 34C1972 = $4K2U2000-5C 2kVA/ 1.8kW 4 3min | 3.3x16.9x19.6" | 67R1464 | 3680.86 
S1K520 520VA/ 360W 4 1.45min | 5.3x3.8x12.6” 34C1973 = 230 V to 127 V, S4K2U-5C Series, IEC 320-C20, IEC 320-C13 / IEC 320-C19 
S1K650 650VA/ 390W 4 3min 5.3x3.8x10.4" 34C1974 eae S4K2U3000-5C 3kVA/ 2.7kW 4 3min | 3.3x16.9x23.7” | 67R1466 | 5849.61 
S1K850 850VA/ 600W 4 3min 5.3x3.8x12.6" 34C1975 = Bricsicacht 
144 V to 115 V, S1K Series, NEMA 5-15R (Battery) Mfg. Part No. Description Stock No. 4-1-4+ 
S1K1500 1.5kVA/ 900W 4 {min 7.5x5.11x18" 86K9397 ss $4K2U48-BAT-C External Battery, 48V 67R1467 1484.49 
S4K2U96-BAT-C External Battery, 96V 67R1469 1837.07 
SRS1832 Rack Slide Kit 36K2814 224.89 
PIM_39770 
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POWER SUPPLIES 
UPS SYSTE 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


Custom Panel Meters 


Choose your own colors, text, and 
company logo 


Custom scale, range and pointer types 


Analog/Digital Meters, Sensors, 
Controllers and more 


Call 800 859 1257 


Email panelmeters@newark.com 


PIM_5624806 


UNISTAR® SB? SERIES, UNINTERRUPTIBLE 
POWER SUPPLIES 


@ Square wave output 

© Compact size for standalone and mounting flexibility 
@ Battery backup & surge protected outlets 
Applications 

@ Desktop computers 

© Workstations 

© Networking devices 

@ POS systems 

© Entertainment systems 

The UniStar® Smart Business Standby (SB?) UPS 
offers reliable power protection and battery backup 
for desktop computers, workstations,networking 
devices, POS systems, and entertainment systems. 
It provides batterybackup and surge-protected 
outlets to meet the demands of multiple devices in 
a highly reliable package. 


TACO 
INERGY. 


PRODUCTS Co. 


Backup Price Each 

Time 

Capacity No. of Full 
Mfg. Part No. (VA/ W) Outlets Load Dimensions Stock No. 1-24+ 

145 V 
$B2-03501 350VA / 210W 10 3min 3.7x6.2x12" | 22AC3324 69.67 
$B2-05501 550VA / 330W 10 2min 3.7x6.2x12" | 22AC3325 77.54 
$B2-07501 7S0VA/ 450W 10 1min 3.7x6.2x12” | 22AC3326 = 
PIM_5729124 


UNISTAR SB-NET SERIES, UNINTERRUPTIBLE 
POWER SUPPLIES 


TACO 
INERGY. 


PRODUCTs Co. 


© Pure sine wave output Applications 

@ Battery backup & programmable outlets © Networking 

@ Multiple communication options © Telecom 

© Universal tower/rack mount © Server 

© Hot swappable battery design @ Mission critical 
® Automatic Voltage Regulation (AVR) protection 


The UniStar® Smart Business Network (SB-NET) line interactive UPS provides server-grade full power 
protection from power failures, spikes and surges in a small footprint with enhanced output power factor of 0.9. 
Combining a flexible rack/tower configuration with the easy-shift LCD panel design, this series is perfect for 
networking, telecom, server and mission-critical applications. 
Backup Price Each 
Time 
Capacity No. of Full 
Mfg. Part No. (VA/ W) Outlets | Load Dimensions Stock No. 1-9+ 
145V 
SBN-11001 1.1kVA/ 990W 8 2min | 3.46x17.25x16.14” | 22AC3320 | 551.65 
SBN-15001 | 1.5kVA/ 1.35kW 8 Smin | 3.46x17.25x20.08" | 22AC3321 = 
SBN-20001 2kVA/ 1.8kW. 8 3min | 3.46x17.25x20.08" | 22AC3322 | 979.66 
SBN-30001 3kVA/ 2.7kW 7 3min 3.46x17.25x24.8” | 22AC3323 | 1227.06 
SBN-08001 800VA / 720W 8 4min | 3.46x17.25x16.14" | 22AC3319 | 474.95 
PIM_5729126 
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Dev Kit HQ 


2 
Find the Newest Development => 
Kits & Evaluation Boards from 
Top Suppliers 


newark.com/dev-kits 


PIM_5624784 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


BATTERIES & ACCESSORIES 


RECHARGEABLE 


Alkaline Battery LRO3-AAA & LR6-AA Secon pro = ELEC eT oa TRUS2ED EVERYWHERE’ DURAC ELL 


Available 


BATTERIES COPPERTOR- 


7 
DURACELL DURACELL DURACELL 


CGPPERTGP: CGPPERTGP 


1 
|. 


< 


= = PSG90903 
PSG90901 PSG90902 PSG90900 = o — 
Technical Specifications: © Open Circuit Voltage - 1.5v+0.15/-0 S 3 5 i 5 
© Model Range - LR03 (AAA) LR6 (AA) @ Nominal Capacity - 1100mAh (LRO3 AAA), a a R= R 
@ Nominal Voltage - 1.5v 2600mAh (LR6 AA) = e le eB 
Price per MN1500B8Z MN1400B2Z MN1300R4Z 
|__Pkg. © Long lasting, reliable power © Performance guaranteed 
Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-24+ © Individually dated coded to ensure freshness 
Alkaline, Raised Positive and Flat Negative Sold only in multiple package quantities listed in table below. 
PSG90901 AA 1.5V 2.6 Ah 4 68Y6408 = Price per 
PSG90903 AA 1.5V 2.6 Ah 40 68Y6410 eas Pkg. 
PSG90900 AAA 15V 4.1 Ah 4 68Y6407 1.33 Mfg. Part No. Size Voltage Qty Stock No. 1-49+ 
PSG90902 AAA 1.5V 1.1 Ah 40 68Y6409 12.28 Alkaline, Flat Top 
PIM 5525258 MN1500B8Z AA 1.5V 8 65W8051 20.39 
_ Alkaline, Raised Positive and Flat Negative 
. . MN1500B4Z AA 1.5V 4 65W8050 11.70 
akBneren MN2400B4Z AAA 1.5V 4 65W8057 11.70 
MN2400B8Z AAA 1.5V 8 67W2549 17.87 
MN2400BKD AAA 1.5V 24 65W8056 45.88 
MX2500B2PK AAAA 1.5V 2 66W3102 7.26 
MN1400B2Z Cc 1.5V 2 65W8047 11.30 
MN1400R4ZX Cc 1.5V 4 65W8048 20.59 
MN1300B2Z D 1.5V 2 65w8044 11.30 
MN1300R4Z D 1.5V 4 65W8045 18.21 
: . een ere Alkaline, Snap Contact 
Arange of Pro Elec alkaline batteries, in sizes AAA, AA, C, D & PP3. nae MNGGO4Bt7 wv ov 1 e5w8053 Pree 
Pkg. MN1604B2Z ov 9V 2 65W8054 20.20 
Mfg. Part No. Size Voltage Capacity Qty StockNo. | 4-24 _ MN1604BKD ov ov 12 65W8052 81.80 
Alkaline, Raised Positive and Flat Negative PIM_6878 
PSG91111 AA 1.5V 2.6 Ah 100 78Y4336 30.70 ———————O ee ————— —— —— ——————— 
PSG91110 AAA | 15V 1.1 Ah too | 7av4335 | 30.70 DURACELL® QUANTUM ALKALINE BATTERIES DURACELL 
PSG91112 Cc 1.5V 8 Ah 2 78Y4337 pe 3 
PSG91115 Cc 1.5V 8Ah 10 78Y4343 es Ze 
PSG91113 D 1.5V 12Ah 2 78Y4340 a =| 
PSG91116 D 1.5V 12Ah 10 78Y4345 20.13 — ; eh) : . 
Alkaline, Snap Contact ce BS : 
PSG91114 PP3 9V 565 mAh 1 78Y4341 1.91 a8 a ce 92 | 
PSG91117 PP3 QV 475 mAh 10 78Y4346 = 2 c & a 1 
PIM_5517111 ror 
Features: © Duralock Power Preserve™ Technology. Guaran- 
ALKALINE BATTERY VALUE PACKS © Only battery with Hi-Density Core™ Technology for teed for 10 years in storage 
, unbeatable long-lasting power © Note - Delivered capacity is dependant on the 
© Only battery with PowerCheck™. Instantly check applied load, operating temperature and cut-off 
your power level at any time voltage. 
Price Each 
Mfg. Part No. Size Voltage Capacity Qty StockNo. | 1-99% _ 
Alkaline, Raised Positive and Flat Negative 
QU1500BKD AA 1.5V 4 32X6333 = 
QU2400BKD AAA 1.5V 1 87X1143 = 
QU1400 Cc 1.5V 1 87X1141 _ 
; vee ae QU1300 D 1.5V 1 87X1140 = 
: Gon en seen in economical ‘ es ere teed ee Alkaline, Snap Contact 
bulk packs batteries QU1604 PP3 QV | 565 mAh 1 87X1142 = 
Reliable performance that is equal to or beats all major U.S. brands for a fraction of the cost. PIM_5465448 
ey per 
g- 7 
Mtig.PartNo. | Size | voltage | Capacty | cy [eit ima PROCELL® INDUSTRIAL ALKALINE BATTERIES =. 
Alkaline, Raised Positive and Flat Negative Ss PROGCELL 
UL40AAVP AA 1.5V 2.2 Ah 40 0171105 21.18 z Pega nner oreo 
UL100AAB AA 1.5V 2.2 Ah 100 0171104 52.04 
UL100AAAB AAA 1.5V 930 mAh 100 0171103 46.80 
UL12CB c 1.5V 8.62 Ah 12 5611923 = F] 
UL12DB D 1.5V 12.98 Ah 12 5611924 — iY | 
Alkaline, Snap Contact 8 gO) 
UL129VB 9V 9V 570 mAh 12 5611925 31.10 1! pRoe 
PIM_190795 
@ Lasts up to 10X longer than zinc carbon batteries © @ Reliable performance at temperature extremes of 
in power demanding applications ~4°F to 129°F 
© Long shelf life—guaranteed fresh for seven years | ® Economical bulk packaging for professional 
© Date coding to ensure freshness applications 
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NON-RECHARGEABLE 


PROCELL® INDUSTRIAL ALKALINE BATTERIES (CONT.) ENERGIZER® ALKALINE BATTERIES (CONT.) 
BX Price per 
Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-244 Pkg. 
Alkaline, Raised Positive and Flat Negative Mfg. Part No. Size Voltage Capacity Qty Stock No. he 
“peis00—s—é“‘;S*CAASC#«@”@SCO#Cé«+«dAsSVSs«‘<);TSsSeAH.=Sd«d*~=Cis)”~Ss=é«d”SéC~S*éBXGDZO’S«YsCss Alkaline, Raised Positive and Flat Negative 
PC2400 AAA 15V 4175 mAh 24 66W2222 22.75 E91 AA 1.5V 2.85 Ah | 90F3321 0.70 
“person | c | 15v | 8Ah | 14 +| ‘Savoes2 | 290 E91BP-2 AA 1.5V 2.85 Ah 2 50F116 as 
Alkaline, Snap Contact E92 AAA 1.5V 1250 mAh 1 03F7111 1.07 
PC1604 ov ov 550 mAh 12 6ew2221 | 47.86 E92BP-2 AAA 1:8 1.25Ah 2 pom 4.23 
PIM 6975 EQ6BP-2 AAAA 1.5V 625 mAh 2 98F6050 5.72 
E93BP-2 Cc 1.5V 8.35 Ah 2 50F118 6.34 
EQ3FP-8 Cc 1.5V 8.35 Ah 8 50F2595 _ 
DURACELL® ULTRA AAAA ALKALINE BATTERY DURACELL ~snes 7 Tey bea 5 = = 
@ Premium alkaline battery designed for use when ST ytd te 
it matters most EQ5FP-8 D 1.5V 20.5 Ah 8 50F2596 22.87 
© Specially formulated to meet the increasing Alkaline, Snap Contact 
power demands of high drain devices 522BP-2 ov OV 625 mAh 2 14705580 16.37 
PIM_61976 


ENERGIZER® INDUSTRIAL ALKALINE 


BATTERIES Ener "GIZEr 


Price per 
Pkg. 
Mfg. Part No. Size Voltage Qty Stock No. 1-9+ 
Alkaline, Raised Positive and Flat Negative g 
MX2500B2PK AAAA 1.5V | 2 66W3102 7.26 é 
PIM_209553 


ULTRA PRO ALKALINE BATTERIES RAYOVAC 


Shrink Wrapped ol 
Contractor Pack EN22 
Price per | Price Each_ 
Pkg. Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-9+ 
Mfg. Part No. Size Voltage Qty Stock No. 1-24+ Alkaline, Raised Positive and Flat Negative 
Alkaline, Pressure Contact EN91 AA 1.5V 2450 mAh 1 81F158 0.66 
AL-AAA AAA 15V 8 5375377 4.70 EN92 AAA 15V 1100 mAh 1 87F4417 0.67 
ALAAA-18PPJ AAA 1.5V 18 5375382 13373. EN93 Cc 15V 7200 mAh 1 81F159 1.45 
Alkaline, Raised Positive and Flat Negative EN95 D 15V 17000 mAh 1 48F915 2.20 
ALAA-8J AA 1.5V 8 63H2355 3.36 Alkaline, Snap Contact 
ALAA-24PPJ AA 15V 24 5375381 13.07 EN22 ov 9V 500 mAh 1 81F157 2.79 
AL-C Cc 1.5V 6 5375378 deso. PIM_62071 
ALC-12PPJ Cc 1.5V 12 5375383 11.35 —  -  — _ 
— = ae $15 __ FB SERIES ENCAPSULATED LITHIUM COIN CELL PRAIWE IY” 
aes 5 _ 2 5315384 __| 1388 BATTERIES AND BATTERY SOCKET i; 
Alkaline, Snap Contact 
AL-9VA ov 9V 6 5375380 aa 
ALOV-8 ov 9V 8 96H7956 = 
PIM_197858 


ENERGIZER® ALKALINE BATTERIES 


Energizer 


FB2032H2-BA. RH-23H2-B 
© Allow series or parallel interconnection between @ PCB mountable, wave solderable, and process 
cells tolerant 
@ Withstand harsh manufacturing and user @ Application flexibility 
& environments © Ideal for automated placement 
. FB series batteries consist of two lithium carbon-monofluoride coin cells encapsulated within a glass-filled 
{ polyester molded housing. Allows for series or parallel interconnection between the cells. Utilize Rayovac BR 
lithium carbonmonofluoride technology to provide the greatest reliability at very wide temperatures and the 
lowest self-discharge rate. 
Price Each 
Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-24+ 
; - ; or — ‘ F eo Lithium, PCB Pins 
a BP in mfg. part no. indicates blister pack; suffix FP indicates family pack. Sold in package quantities FB2032H2-BA 732 3V 390 mAh 7 76R6401 a 
FB-1225H2-B BR435 3V 100 mAh 1 87F3484 as 
> CONTINUED > > CONTINUED > 
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BATTERIES & ACCESSORIES 


NON-RECHARGEABLE 
FB SERIES ENCAPSULATED LITHIUM COIN CELL BATTERIES AND 3.6-VOLT MEMORY BACK-UP BATTERIES (CONT.) 
BATTERY SOCKET (CONT.) Price Each 
Price Each Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-9+ 
Mfg. Part No. | Accessory Type For Use With Stock No. | 1-1-49+ Lithium, Axial Leaded 
RH-23H2-B Battery Socket Rayovac FB-1225H2-B, FB-2032H2-BA | 90F7362 — L-5101/P-BP. 4/2AA 3.6V 950 mAh 1 87F6410 3.32 
PIM_7018 L-5155/P-BP 2/3AA 3.6 V 1.45 Ah 1 92F2487 6.23 
TL-5104/P-BP AA 3.6V 2.1 Ah 1 87F6413 10.84 
LIFEX™ 3-VOLT LITHIUM RAYOVAC Einiam, PGB Eins 
COIN-CELL BATTERIES A G L-5134/SP-BP 1/10D 3.6V 1Ah 1 27€7050 4.53 
meny L-5135/SP-BP 1/6D 3.6 V 1.7Ah 1 2707062 10.57 
ear (" Lithium, Raised Positive and Flat Negative 
a 4 ) = L-5101/S-BP 1/2AA 3.6V 950 mAh 1 87F6401 8.14 
Bk) @ [-5104/S-BP AA 3.6V 2.1 Ah 1 87Fe41 | 10.38 
BRC « Lithium, Solder Tab 
Us : eRe L-5101/T-BP 1/2AA 3.6V 950 mAh 1 87F6409 3.23 
BR1225 BR2335T3L-BA Sane BA TL-5155/T-BP 2/3AA 3.6V 1.45 Ah 1 92F2486 6.62 
i TL-5104/T-BP AA 3.6V 2.1 Ah 1 87F6412 10.84 
Features: Stability 
@ High-Energy Density and Voltage © Operating Temperature Range: -40°C to +85°C PIM_6866 
© Lithium System Offers Chemical & Thermal @ UL Recognized, CSA Certified 
Price Each ™ a 
Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-99+ IRE 2S VOUUENHIUB ESTTERIES TADIRAN se 
Lithium, Solder Tab ; 
BR2335T3L-BA Coin Cell 3V | 300 mAh 1 45P5746 — 
Lithium Polymer, Pressure Contact ssp Sc ; 
BR1225 Coin Cell 3V 78 mAn 1 44F6692 = Suffix “BP” in mfg. part no. indicates blister pack. 
PITOI9 Price Each 
= Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-9+ 
Lithium, Axial Leaded 
TL SERIES HIGH ENERGY LITHIUM BATTERIES ava yyy ye AN? i SIs PEP TAA] 36V TAn 1 areas] 5.93 
L-5902/P-BP 1/2AA 3.6V 1.2Ah 1 50F1557 esp 
= TL-2155/P-BP 2/3AA 3.6V 1.45 Ah 1 92F2490 6.52 
: L-5955/P-BP 2/3AA 3.6V 4.5 Ah 1 92F2493 7.62 
y L-2100/P-BP AA 3.6V 2.1 Ah 1 87F6407 4.02 
L-5903/P-BP AA 3.6V 2.4 Ah 1 50F1613 13.00 
TL-2200/P-BP Cc 3.6V 7.2Ah 1 0021073 8.99 
Lithium, Raised Positive and Flat Negative 
L-2150/S-BP 1/2AA 3.6V 1Ah 1 87F6402 8.44 
L-5902/S-BP 1/2AA 3.6V 1.2Ah 1 50F1555 9.64 
. TL-2155/S-BP 2/3AA 3.6V 1.45 Ah 1 92F2488 9.94 
e ast al recovery after long term storage and/ : a A beset rate TL-2100/S-BP DA 36V 21Ah 1 87F6405 10.84 
© High energy density © Hermetic glass-to-metal-sealing L-5903/S-BP AA 3.6V 2.4 Ah 1 50F1558 12.53 
@ High and stable operating voltage @ Non-flammable electrolyte L-2200/S-BP Cc 36V 7.2Ah 4 00Z1076 25.57 
Price Each TL-5920/S c 3.6V 8.5Ah 1 36C2601 26.97 
Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-99+ TL-2300/S-BP D 3.6V 16.5Ah 1 0021074 30.93 
Lithium, PCB Pins Lithium, Solder Tab 
TLH-5935/P 16D 3.6V 1.5.Ah 1 52Y4997 11.46 L-2150/T-BP 1/2AA 3.6V 1Ah 1 87F6403 8.90 
Lithium, Raised Positive and Flat Negative TL-5902/T-BP 4/2AA 3.6V 1.2Ah 1 50F1556 6.33 
TL-5902/S 1/2AA 3.6 V 1.2Ah 1 88F5828 8.63 TL-2155/T-BP 2/3AA 3.6V 1.45 Ah 1 92F2489 6.52 
TLH-5955/S 2/3AA 3.6V 1.4Ah 1 52R7845 11.93 L-5955/T-BP 2/3AA 3.6V 1.5 Ah 1 92F2492 4.23 
TLH-5903/S AA 3.6V 2Ah 1 10M8530 8.57 L-2100/T-BP AA 36V 2.1 Ah 4 87F6406 11.31 
Lithium Thionyl Chloride, PCB Pins TL-5903/T-BP AA 3.6V 24Ah 1 50F1559 43.00 
TLH-5934/P 4/10D 3.6 V 900 mAh 1 55M6819 8.78 TL-2200/T-BP C 3.6V 72Ah 1 0021072 18.31 
TL-5934/P 1/10D 3.6V 1Ah 1 646479 7.65 L-2300/T-BP D 3.6V 16.5 Ah 1 0021075 23.94 
PIM_5732328 PIM_6867 
3.6-VOLT MEMORY BACK-UP BATTERIES TADIRAN @ COMPUTER CLOCK AND UTILITY METER TADIRAN @ 
BATTERIES 
(pees 
Axial Pin 
TL-5930/F TL-5920/B TL 5930/F 


Solder Tab 


TADIQAN 
| UTHIUM. BATTERY 
[Toesare sever 


Pressure Contact 
For CMOS memory back-up, industrial control equipment, utility meters, medical components, consumer 


electronics, and other applications. Bulk quantities available, go online or call. HiesAoni) TL-S276W 
Terminals = available cell terminations; pictured above. 
TL-5242 
TL-5242/W 
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NON-RECHARGEABLE 


COMPUTER CLOCK AND UTILITY METER, BATTERIES (CONT.) 3.6V LITHIUM CYLINDRICAL BATTERIES (CONT.) 
Model Specifications (3.6v Single Cell Battery Pin Connector - 
Packs): ses Specifications (2-Cell Battery Packs): Price Each 
@ TL5242 - 0.7 x 0.6 x 2.4” - For AT&T 3B Series, © TL-5930/F - 1.378” Dia x 2.441” L - For Utility Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-9+ 
3-Pin Connector Meters thi A it ; 
© TL5242/W - 0.7 x0.6x2.4"-For Acer, Hyundai, © TL-5920/B - 1.102” Dia x 2.008” L- For Utility Lithium, Raised Positive and Flat Negative 
Wise & Most Clones - 4-Pin Connector Meters LS-17500 A 3.6V 3.6Ah 1 93K7889 16.40 
@ TL5276/W - 0.7 x 1.0 x 1.13” - For Utility Meter - LS14500 AA 3.6 V 2.6 Ah 1 23C2691 12.59 
Designed to back-up Real Time Clocks (RTC) in personal computers. LSH20 BA D 3.6V 13 Ah 1 01N4920 Sabiize 
Price Each Lithium Thionyl Chloride, Raised Positive and Flat Negative 
Mfg. Part No. Voltage Capacity Qty Stock No. 1-9+ LS14250 1/2KA 3.6V 1.2Ah 1 30C1750 8.66 
Lithium, Connector LS14250W 1/2AA 3.6V 1.2Ah 1 9379726 a 
TL-5276/W 3.6V 1Ah q 95F5073 8.57 LS14500W AA 3.6V 2.6 Ah 1 9277577 Bes 
TL-5242/W 3.6 V 2.1 Ah 1 87F6425 15.70 LSH14 Cc 3.6V 5.8 Ah 1 54X1947 50.71 
TL-5242 3.6V 2.1Ah 1 87F6423 = PIM_114801 
TL-5920/B 3.6V 8.5 Ah 1 13C2729 28.32 
TL-5930/F 3.6 V 19Ah 1 13C2730 36.18 . 
ee COIN CELL LITHIUM BATTERIES Panasonic. 
BATTERIES 
LITHIUM PLC BATTERIES IDANTONA 


INDUSTRIES, INC. 


- 4 | fs 7. SS 


For Use In: @ LITH-49 - Various Printed Logic Controls BRIE CR3032-VCN 
@ COMP-109 - Allen Bradley 1747-BA @ COMP-164 - Various Printed Logic Controls 
@ COMP-110 - B9651T @ CUSTOM-107 - BR2/3AGCT4A, A98L-0031-0025 
© COMP-105 - GE1C600KD5100, 259A9532P1 © COMP-172 - Various Printed Logic Controls n 
© COMP-114 - B9781T © COMP-304 - BR2/3-AB, 1756-BA2 ¢ 
© COMP-192 - A98L-0031-0006 @ COMP-153 - B9670MC, AGBAT SS ‘ 
© COMP-212 - B9670AB, 1756-BA1 © COMP-113 - PLC-5/11, 5/20, 5/30, 5/40, 5/60 CS ej} 
© COMP-203 - ER6-WK11 @ LITH46 - Various Printed Logic Controls N eZ 
@ COMP-14 - B9630T @ COMP-177 - Various Printed Logic Controls aS y 
© COMP-208 - BR-AGCF2W © COMP-66 - B9508 peewee 
Price Each 

Mfg. Part No. Voltage Capacity Qty Stock No. 1-9+ Been 
Lithium, Connector eee 

- Mfg. part no. Suffix - Tab Descriptions: Horizontal Mount, Through Hole (without Insulation 
COMP-109 3V 850 mAh 1 15C6516 21.60 © HCN, HEN / 1HC, 4HF - 2 Pin, Horizontal Mount, Wrap) 

COMP-110 3V 1.2Ah 1 15C6519 20.92 Through Hole (with Insulation Wrap) @ VBN, VGN /1VN, 1GN - 2 Pin, Vertical Mount, 

: @ VCN/1VC - 2 Pin, Vertical Mount, Through Hole Through Hole (without Insulation Wrap) 
COMP*105 3V uaa L IEE) ez (with Insulation Wrap) © F2N, FAN / 1F2, 14-2 Pin, Flat Mount (with 
COMP-114 3V 1.5 Ah 1 421346 _ @ GUN /1GU - 3 Pin, Horizontal Mount, Through Insulation Wrap) 

COMP-192 3V 1.8 Ah 4 42M1348 13.27 Hole (without Insulation Wrap) ; e@ GVFN I AGVF - 3 Pin, Vertical Mount, Through 
COMP-212 3V 78An 7 63H2363 21.23 : Sat bee | 1HE, sue 2 Pin, eee ae (with oti Ha ' : 

coin cell lithium batteries are igh-energy, high-reliability batteries. Additional sizes and pin configurations 
COMP-203 3.6V 1.9 Ah 1 83H1619 23.84 are available; go online or call. 
COMP-14 6V 1.7Ah 1 42M1347 ens - 

P. 6V 1.8Ah 1 42M1349 perice/ eset 
COMP-208 : 65.76 Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-24+ 
LITH-49 6V 2.5 Ah 1 25€5941 = Lithium, Flat Top 
CUSTOM-107 BY uae : Goat 57.64 CR-1632 7632 3V 740 mAh 1 2005701 201 
COMP-164 ay sa L psG5s2/ 52.19 CR2016 2016 3V 75 mAh 1 1506544 1.12 

Lithium, Raised Positive and Flat Negative CR2025 2025 3V 150 mAh 7 156545 1.22 
COMP. 172 aM 1.2Ah : eaGsi2i 22.00 R2032 2032 3V__|_210mAh 1 1301019 0.63 
COME SO call nee l AES 14.56 CR1216 Coin Cel 3V 25 mAh 1 1506529 2.14 
CONES ead Lean : pac eesS 2265 R1220 Coin Cel 3V 38 mAh 1 15C6530 147 
LITeA6 ay nn : eocstel 25.95 CR1616 Coin Ge 3V 50 mAh 1 1506538 0.83 
COMP-177 3V 5 Ah 1 25C3008 55.01 CR1620 Coin Ce 3V 70 mAh 1 1506539 0.95 

SOOM 3S aN bala L S24 a |Z CR2477 Coin Ce 3V TAh 1 1506561 2.84 
Lithium, Snap Contact Lithium, PCB Pins, 2x Pins - Flat 
COMP-66 3V 1.4Ah 1 1701986 32.48 BR1632A/ FAN 1632 3V 720 mAh 71 012054 239 
aiid BR1225A/FAN Coin Ce 3V 48 mAh 1 97H9272 2.26 
BR2330A/ FAN Coin Cel 3V 255 mAh 1 92C1873 = 
3.6V LITHIUM CYLINDRICAL BATTERIES IDANTONA BR2477A/FBN Coin Ce 3V 1 Ah 1 4070044 = 
Lithium, PCB Pins, 2x Pins - Horizontal 
BR1632A/ HAN 1632 3V 120 mAh 1 40T0041 2.08 
BR2032-1HE 2032 3V 200 mAh 1 42M1342 2.93 
BR2032-1HF 2032 3V 200 mAh 1 42M1343 ess 
BR1225-1HC Coin Cel 3V 48 mAh 1 3102180 2.73 
= BR1225A/HAN Coin Cel 3V 48 mAh 1 40T0039 — 
SI BR1225A/HBN Coin Cel 3V 48 mAh 1 73C7228 Ney) 
ii. BR1632A/ HBN Coin Cel 3V 120 mAh 1 40T0042 eas) 
Ideal for use as computer battery replacements. BR2325-1HB Coin Ce 3V 165 mAh 1 22¢5028 3.90 
Part number suffix ‘W’ denotes an operating life in widely fluctuating temperature environments up to 95°C. BR2325-1HC. Coin Cel 3V 165 mAh 1 15C6485 = 
Price Each BR2330-1HE Coin Cel 3V 255 mAh 1 2707453 3.90 
Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-9+ BR2330A/HDN Coin Cel 3V 255 mAh 1 66H6595 — 

Lithium, Axial Leaded BR2477A/HB Coin Cel 3V 1Ah 1 9201869 3.28 
LS14250 AX 1/I2AA 3.6V 1.2Ah 1 4001847 8.38 Lithium, PCB Pins, 2x Pins - Vertical 
LS14500 AX AA 3.6V 2.6 Ah 1 06H0748 8.60 BR1632A/VAN 1632 3V 120 mAh 1 63K9910 3.24 

BR2032-F2N 2032 3V 190 mAh 1 54X3646 2.49 
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COIN CELL LITHIUM BATTERIES (CONT.) 


BATTERIES & ACCESSORIES 


NON-RECHARGEABLE 


CYLINDRICAL LITHIUM BATTERIES (CONT.) 


Price Each Price Each 
Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-24+ Mfg. Part No. | Size Voltage Capacity Qty StockNo. | 1-244 
Lithium, PCB Pins, 2x Pins - Vertical Lithium, Raised Positive and Flat Negative 
BR2032-VCN 2032 3V 190 mAh 1 54X3648 eas BR-AG [ A 3V 2.2 Ah 1 99M1134 = 
BR1225-1VC Coin Cell 3V 48 mAh 1 42M1341 2.53 Lithium, Solder Tab 
BR1225-HBN Coin Cell 3V 48 mAh 1 54X3645 3.54 BR-2/3AT2SP 2/3A 3V 41.2Ah 1 1101392 10.57 
BR2325-1VC Coin Cell 3V 165 mAh 1 15C6486 3.09 BR-2/3AGT2SP 2/3A 3V 1.45 Ah 1 10R0203 11.04 
BR2330-1VC Coin Cell 3V 255 mAh 1 99M1138 — BR-CT2SP | Cc 3V 5 Ah 1 15C6476 26.03 
BR2330A/VAN Coin Cell 3V 255 mAh 1 64K3409 = PIM_6886 
Lithium, PCB Pins, 3x Pins - Horizontal 
BR1632A/GAN 1632 3V 120 mAh 1 2054907 3.84 = 
BR2032-GUFN 2032 3V 190 mAh 1 54X3647 ae Sia eee Panasonic. 
BR2032-1HG 2032 3V 200 mAh 1 42M1344 aE 
BR2325-HGN Coin Cel 3V 165 mAh 1 54X3649 ee 
BR2330-1GU Coin Cel 3V 255 mAh 1 42M1345 4.13 
BR2330A/GAN Coin Cel 3V 255 mAh 1 4070043 8.17 A 
BR2477A/GAN Coin Cel 3V 1Ah 1 40T0045 — 4 
Lithium, PCB Pins, 3x Pins - Vertical 
BR2325-VGN Coin Cel 3V 165 mAh 1 54X3650 8 
BR2330-1GV Coin Ce 3V 255 mAh 1 83H0625 o 
Lithium Manganese Dioxide, PCB Pins, 2x Pins - Horizontal 
CR2016/F2N 2016 3V 90 mAh 1 42M1350 3.24 cre evap 
GR2032-1HF 2032 ex 220 meh : eaMiee2 Zig Features: © Superior shelf life/minimal discharge 
CR2330-1HF Coin Ce 3V 265 mAh 1 42M1353 = © Consumer replaceable © Wide temperature range (-40°C to +70°C) 
CR3032-1F2 Coin Ce 3V 500 mAh 1 42M1358 4.14 © High safety and reliability © Lightweight 
CR2354-1HE Coin Cel 3V 560 mAh 1 42M1355 413 @ High current pulse discharge capability e ‘Righ energy density 
crzersae | Goincok_| sv __| ta | 1 mmm rene a ise cn a eG. Tey am ate bn bp 
CR2450-H1A CR2450 3V 620 mAh 1 42M1357 ae Price Each 
Lithium Manganese Dioxide, PCB Pins, 3x Pins - Horizontal Mfg. Part No. Size Voltage Capacity aty StockNown | mEtiOnml 
CR2354-1GU cane a 560 mAh L Coie 3.04 Lithium Manganese Dioxide, Pressure Contact 
CR2450-G1A Coin Cel 3V 620 mAh 1 42M1356 2.59 CR-123A/BE 213A 3V 14 Ah 1 1302846 6.33 
Lithium Manganese Dioxide, Pressure Contact CR2 CR2 3V 850 mAh 1 15R3550 3.96 
CR1025 Coin Cel 3V 30 mAh 1 1506528 1.64 CRV3P CRV3 3V 33Ah 1 4173174 = 
CR2012 Coin Cel 3V 55 mAh 1 3005361 as 
= PIM_196199 
CR2330 Coin Cel 3V 265 mAh 1 15C6551 242 
CR3032 Coin Cel 3V 500 mAh 1 15C6562 aS 
CR2354 Coin Gel 3V 560 mAh 7 1506553 216 3V LITHIUM CYLINDRICAL CELLS (LASER-SEALED) S wYO 
Lithium Manganese Dioxide, Solder Tab A! 
CR2032-1F2 2032 3V 220 mAh 1 42M1351 2.73 F au simmoas anc ieea 
Lithium Polymer, Pressure Contact rene ee pan 
BR2032 2032 3V 190 mAh 1 15C6483 2.20 3) €) | CE 
BR1216 Coin Cell 3V 25 mAh 1 54X1945 = = t sl . ie SI 4 a 
BR1616 Coin Cell 3V 48 mAh 1 1506481 = CRI4250SET-P1_ | Ae 
BR1225 Coin Cell 3V 48 mAh 1 42M1340 2.26 i CRI4250SETFT 
BR2325 Coin Cell 3V 165 mAh 1 15C6484 1.93 + 
BR2330 Coin Cell 3V 255 mAh 1 15C6487 3.70 7 7 | 
Manganese Dioxide, PCB Pins, 2x Pins - Vertical {| 
CR3032-VCN Coin Cell 3V 500 mAh 1 54X1946 ae CR14250SET-SP-1 
PIM_6887 Price Each 
Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-9+ 
. Lithium, Axial Leaded 
CYLINDRICAL LITHIUM BATTERIES Panasonic. ree OA y SOA ; — aE 
BATTERIES Lithium, PCB Pins 
CR14250SET-P1 1/2AA 3V 850 mAh 1 15C6536 9.62 
CR14250SET-FT 1/2AA 3V 850 mAh l 15C6535 8.38 
Lithium, Raised Positive and Flat Negative 
CR12600SE as 3V 1.4Ah 1 15C6533 17.32 
CR14250SE 1/2AA 3V 850 mAh 1 15C6534 9.52 
CR17335SE 213A 3V 1.8Ah 1 15C6540 5.95 
CR17450SE 4/5A 3V 2.5Ah 4 15C6542 13.21 
Carbon Monofluoride Lithium 
PIM_58975 


Product Differentiations: © BR-2/3AES5SP - 2 PC Pin Terminals 
© BR-2/3AE2SP - 3 PC Pin Terminals 


Leakproof 3V batteries offer high energy density, long shelf life, stable operation and wide operating 
temperatures. 
Price Each 
Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-24+ 
Lithium, PCB Pins 
BR-2/3AE2SP 213A 3V 1.2Ah 1 15C6478 6.11 
BR-2/3AE5SP 2/3A 3V 1.2Ah 1 15C6479 TAT 
BR-AGT A 3V 2.2 Ah 1 99M1135 19.18 
Lithium, Pressure Contact 
BR-2/3ASSP 213A 3V 1.2Ah 1 15C6480 6.82 
BR-2/3AGSSP 2/3A 3V 1.45 Ah 1 99M1136 a 
BR-A A 3V 1.8 Ah 1 15C6474 10.00 
BR-CSSP c 3V 5 Ah 1 15C6475 28.99 
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HIGH-POWER PHOTO LITHIUM BATTERIES 


SAWYO 


Price Each 
Mfg. Part No. Size Voltage Capacity Qty | Stock No. 1-9+ 
Lithium, Raised Positive and Flat Negative 
CR1/3N 1/3N 3V 170 mAh 1 15C6527 3.94 
2CR1/3N 1/3N 6V 170 mAh 1 16C0932 12.28 
PIM_58976 
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3V LITHIUM COIN CELLS WITH PC BOARD PINS SANYO INDUSTRIAL LANTERN BATTERIES (CONT.) 


Price Each 
Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-9+ 
Br ‘S. a Zinc Carbon, Spring 
3 8 3 1209 F | 6V 11 Ah 1 49F1222 7.75 
~ = PIM_62076 
S 
LITHIUM PHOTO/ELECTRONIC BATTERIES Energizer 

Fig. 2 

Cc im aa 

BL “Fnergizer Energieer 

pe utrim a UTImMaTes 
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Fig. 5 
CR2032-T9-2 - 20.5 x 3.2 x 4.5 x 10.5mm 


Battery Dimensions (A x B x C x D): 


e 
© CR2430 - 24 x 3.0mm © CR2430-P2-2 - 25.0 x 3.0 x 4.5 x 10.56mm 
© CR2450 - 24 x 5.0mm © CR2032-FT4 - 21.0 x 3.2 x 6.0mm 
© CR1220-P1 - 12.5 x 2.0 x 6.5 x 10.0mm © CR2450-FT4 - 25.5 x 5.0 x 5.0mm 
© CR2032-P5-1 - 21 x 3.2 x 9 x 15.2mm © CR2032-FT4-2 - 20.5 x 3.2 x 5.0 x 3.4mm 
© CR2032-114-1 - 21.5 x 3.2 x 6.5 x 20.5mm © CR2430-FT4-2 - 25.0 x 3.0 x 5.0 x 3.2mm 
© CR2430-P1-2 - 25.5 x 3.0 x 6.5 x 20.3mm © CR2450-FT5-4 - 24.5 x 5.0 x 5.0x 5.1mm 
© CR2450-P2 - 25.5 x 5.0 x 6.5 x 20.3mm 
Price Each 
Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-9+ 
aps : EL123APBP L92BP-4 

Eilts Flat Typ, Fig Ideal for all photo and electronic applications. Operati 40°C to +60°C 
CR2430 CR2430 3V 270 mAh 1 7208684 Ta eal for all photo and electronic applications. Operating range: ~ lo : 
CR2450 CR2450 3V 550 mAh 1 1403962 AnD) iia Part N Si al Ganaal Groen fae 

etihen, FES Ewe Ea? ia - niche Rane a a Fi uaa = : 
CR2032-P5-1 2032 3V | 200mAh | 1 15C6548 = sat SL — “ ~ cada , Tl bebe 5 — 
CR2032-T14-1 2032 3V 200 mAh 1 15C6549 ‘ils ee AK a V 7 ‘7 7 TaGTIES — 
CR1220-P1 Coin Cell 3V 35 mAh 1 15C6531 2.07 eli ray" ais v r 35 om 5 Eau = 
CR2430-P1-2 cr2430 | 3V | 270mAh | 1 | 15C6556 = [eeBR 2 aa a ar ; aa wor 
CR2450-P2 CR2450 3V 550 mAh 1 15C6560 2.81 eee —— - - — 

= = = Lithium Manganese Dioxide, Pressure Contact 

ip EOS Fits ide EL223APBP CR-P2 6V 1.5 Al 1 018676 
CR2032-T9-2 2032 3V 200 mAh 1 15C6550 1.46 rir — 5 = adel = — 
CR2430-P2-2 CR2430 3V 270 mAh 1 1506557 = ttm Manganese ——— Raised ae —— a — 

Lithium, PCB Pins, Fig. 4 oR a ; a ; — Hog 
CR2032-FT1 2032 3V 200 mAh 1 15C6546 1.33 ELZCRSSE CRIZ3A 3V ar 1 95F7740 see 
CR2450-FT1 CR2450 3V 550 mAh 1 15C6558 = EL125APBP ae ede 

Lithium, PCB Pins, Fig. 5 PIM_62074 
CR2032-FT4-2 2032 3V 200 mAh 1 15C6547 5 
CR2430-FT4-2 CR2430 3V 270 mAh 1 15C6555 = DURACELL® SPECIALTY TRUS*ED EVERYWHERE DURACELLE 
CR2450-FT5-4 CR2450 3V 550 mAh 1 1506559 = BATTERIES 

Lithium, Pressure Contact MORE POWER. 
COMP-33N-RENATA | CR2450 3V 550mAh | 1 1254606 5.58 =o MORE LIFE, 

Lithium Manganese Dioxide, Pressure Contact DURACELL 
CR1225 Coin Cell 3V 50 mAh 1 36J9419 1.44 

PIM_58977 
INDUSTRIAL LANTERN BATTERIES Eneri hd YA 
!/ e DL123A MN9100 
DL1616 
High Power Lithium (HPL) round cells that require quality long-lasting energy. 
@ Whether for a camera, an alarm system or memory Security and medical cells 
back up, you can rely on the LiMn02 chemistry © Duracell power and reliability for important devices 
of HPL Duracell batteries. Using a spiral-wound like key fobs, car alarms, GPS trackers, medical 
construction, they offer ideal power supply for devices, security equipment and even child 
high-drain devices, with high energy density and locators. Duracell power you can trust when it 
excellent resistance to cold temperatures. matters most. 
Electronic coin cells Duracell silver oxide watch cells 
© Our range of high-quality button cells are designed © Our range of silver oxide button batteries provide 
EN529 to power electronic devices such as calculators, dependable Duracell power for almost all watches, 
© Designed for heavy current or continuous use © Mfg. part no. EN529 features a 40% service remotes, memory backups, meters and electronic with high energy density and no self discharge 
© Operates well in extreme temperatures improvement, 4x 3-350 cells in series books. With lithium (3V) or alkaline (1.5V chemis- when not in use. 
@ Excellent shelf life tries) these coin cells are ideal for all your devices 
Price Each Price Each 
Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-9+ Mfg. Part No. Size Voltage Qty Stock No. 1-9+ 

Alkaline, Pressure Contact Alkaline, Pressure Contact 
EN539 J 6V 625 mAh 1 16F1019 axe PX625ABPK 625A 1.5V 1 66W3104 = 

Alkaline, Screw Post PX76A675PK LR44 15V 1 65W8078 2.63 
732 F 12V 7.5Ah 1 03F7103 = 

Alkaline, Spring 
EN529 us | 6V 18Ah 1 95F7738 16.25 

> CONTINUED > > CONTINUED > 
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BATTERIES & ACCESSORIES 


NON-RECHARGEABLE 


DURACELL® SPECIALTY BATTERIES (CONT.) MISCELLANEOUS BATTERIES (CONT.) 


Price Each Price Each 
Mfg. Part No. Size Voltage Qty Stock No. 1-9+ Mfg. Part No. Size Voltage Capacity Qty StockNo. | 1-9 
Alkaline, Raised Positive and Flat Negative Manganese Dioxide, Raised Positive and Negative 
PX28A i 6V 1 65W8077 9.70 A544BPZ 4LR44 6V 140 mAh 1 8370340 5.15 
MN21B2PK aad 12V 2 65W8055 5.68 Silver Oxide, Pressure Contact 
MN9100B2PK N 1.5V 2 65W8059 6.21 EPX76BPZ SR44 1.55V 200 mAh 1 8370913 — 
Lithium Manganese Dioxide, Flat Recessed PIM_62079 
DL245BPK 2CR5 6V 1 65W8017 30.62 
DiZesABPIK che ay : SSMN0 IS a 2a9 ENERGIZER® WATCHICALCULATOR BATTERIES 2 
Lithium Manganese Dioxide, Pressure Contact : Energizer 
DL2016BPK 2016 3V 1 6508012 3.57 eae % 
DL2025BPK 2025 3V 1 65W8013 3.54 == 
DL2032BPK 2032 3V 1 65W8014 3.57 
DL1620BPK Coin Cell 3V 1 65W8011 3.72 Lnergizer. 
DL1616BPK Coin Cell 3.1V 1 65W8010 4.67 we 
DL2430BPK CR2430 3V 1 65W8016 3.69 
DL2450BPK CR2450 3V 1 65W8018 6.63 
DLCRV3BPK CRV3 3V 1 65W8006 a 
Lithium Manganese Dioxide, Raised Negative and Flat Positive 
DL1/3NBPK Coin Cell 3V 1 65W8008 11.25 
Lithium Manganese Dioxide, Raised Positive and Flat Negative 
@ PX28LBPK iss 6V 1 66W3103 19.41 ECROAAOBE 
DL123ABPK CRI23A 3V u 65Ww8009 18.44 Additional specialty batteries are available; go online or call 
DLCR2BPK CR2 3V 1 65W8007 17.34 Price Each 
PIM_6892 Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-9+ 
Alkaline, Raised Positive and Negative 
DURACELL® 1.5V SILVER OXIDE WATCH BATTERIES DURACELL 9 __4708°2 tras | 15V | man | 1 | 617394 | 290 
MORE POWER. Lithium Manganese Dioxide, Pressure Contact 
=e MORE LIFE. ECR2016BP 2016 3V 90 mAh 1 44F969 2.19 
DURACELL DURACEL ECR2025BP 2025 3V 163 mAh 1 44F970 3.07 
Fon nspasenap WareiieecTaOwe ) ECR2032BP 2032 3V 240 mAh 1 44F971 1.63 
ECR2430BP CR2430 3V 290 mAh 1 02H5205 ae 
ECR2450BP CR2450 3V 620 mAh 1 92B9282 6.10 
Manganese Dioxide, Pressure Contact 
E625GBPZ Coin Cell 1.5V 140 mAh 1 8370923 ee 
< : Manganese Dioxide, Raised Positive and Negative 
D303/357PK D377BPK AS44BPZ 4LR44 6V 140 mAh 83T0340 5.15 
Applications: and pH testers A23BPZ-2 A23 12V 40 mAh 2 95F7739 3.85 
@ Digital micrometers, calipers, display thermome ers - Silver Oxide, Pressure Contact 
olasenelytigh cer craie, Giver exe celle are Kel fer iriure devoes where space nto ge —_ SEE Buton Gel | 156V [14min [1 | s0rsss2 ]Vai76 
small electronic and photographic equipment. 395BP Button Cell 1.55 V 52 mAh 1 46F4494 _ 
Price Each 392BPZ SR41 1.55 V 44 mAh 1 6177339 2.05 
Mfg. Part No. Size Voltage Capacity Qty StockNo. | 1-9 357BPZ SR44 1.55 V 195 mAh 1 8371330 2.50 
Alkaline, Pressure Contact 389BPZ SR54 1.55 V 85 mAh 1 6177273 0.65 
MS76BPK09 LR44 15V 105 mAh 1 | 66W3101 as 391BPZ SR55 1.55 V 60 mAh a; 8371338 = 
Silver Oxide, Pressure Contact 377BPZ SR66 1.55V 24 mAh 1 8371334 1.68 
D361/362PK 1.55V 24 mAh 1 65W8023 as PIM_6944 
D301/386PK ‘i 1.55 V 130 mAh 1 65w8021 3.82 
D384/392PK SR41 1.55V 45 mAh 1 65W8025 2.20 ® 
D303/357PK SR44 1.55V 170 mAh 1 65W8022 3.69 DORE Seen ene ree eaniee DURACELL 
D389/390PK SR54 1.55V 70 mAh 1 65W8026 2.47 
D377BPK SR66 1.55V 24 mAh 1 65w8024 2.90 
PIM_6891 
MISCELLANEOUS BATTERIES Energizer 
e 
ae © Come pre-charged and work in any NiMH charger included 
ad < e Long:ife lon cae packs power in bet baller e LED Charge Status Indicator shows when charging 
EQOBP.2 @ Duralock Power Preserve™ Technology holds a is complete 
charge for up to 1 year in storage @ Duracell Rechargeable Batteries are guaranteed 
@ Duracell Rechargeable batteries are guaranteed to last for 5 years 
F : hee chek ve e oo all rechargeable AA and AAA NiMH 
Alltypes poniel flat terminals. Meee rane aria E 50% longer sting per charge © Charges 2-4 batteries at a time 
2L76BP features a CR11108 battery size. 7 eka 2.5 hours ‘ ‘haan © Auto Shutoff when batteries are charged 
premium rechargeable batteries 
Price Each DURACELL RECHARGEABLE BATTERIES 
Mfg. Part No. Size Voltage Capacity Qty Stock No. 1-9+ Price per 
Alkaline, Pressure Contact Battery Pkg. 
§39BP J 6V 625 mAh 1 49F1214 es Mfg. Part No. Code Voltage Capacity Qty Stock No. 1-24+ 
Alkaline, Raised Positive and Flat Negative Nickel Metal Hydride, Raised Positive and Flat Negative 
E90BP-2 | N 1.5V 1Ah 2 50F115 6.26 DX1500B4N AA 1.2V 1700mAh 4 87X1137 28.46 
Lithium Manganese Dioxide, Pressure Contact DX2400B4N AAA 1.2V 1000mAh 4 87X1138 98.37 
2L76BP | 3V 160 mAh 1 90F3354 7.46 
> CONTINUED > > CONTINUED > 


1.800.463.9275 © newark.com 


elementiu 841 
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RECHARGEABLE 


DURACELL® RECHARGEABLE BATTERIES (CONT.) SOLDER TABBED NI-CADS/NICKEL METALS SAWYO 


Price Each 


Mfg. Part No. Description Stock No. 1-1-24+ 
CEF27 Battery Charger 87X1136 58.79 
PIM_5465470 


e2® RECHARGEABLE NICKEL-METAL HYDRIDE 


BATTERIES Ener "GIZEr 


Solder tabs are ideal for soldering wire to batteries. 
Battery Price Each 
Mfg. Part No. Code Voltage Capacity Qty Stock No. 1-9+ 
Nickel Cadmium, Raised Positive and Flat Negative 
N-700AAC-ST AA 1.2V 700mAh 1 16C0043 4.25 
Nickel Metal Hydride, Raised Positive and Flat Negative 
HR-AAU-ST AA 1.2V 1.65Ah 1 46M4595 _ 
HR-DU-ST D 1.2V 9Ah 1 46M4597 — 
Nickel Metal Hydride, Solder Tab 
HR-4/5AU-ST 4/5A 1.2V 2.15Ah 1 46M4601 10.60 
HR-4/3AU3800-ST 5/4A 1.2V 3.8Ah 1 46M4599 = 
HR-4/3AU4500-ST 5/4A 1.2V 4.5Ah 1 46M4600 eS 
HR-AAAUT-ST AAA 1.2V 720mAh 1 15C7031 as 
HR-SCU-ST Sc 1.2V 3Ah 1 46M4598 = 
PIM_58973 
NI-MH COMPUTER BATTERY PACKS IDANTONA 
High-energy ¢2® rechargeable nickel-metal hydride batteries replace Nicads. Environmentally-safe, these (MEMORY BACKUP) 
NiMH batteries can be recharged up to 1000 times. Designed for high-drain, high-tech devices. Select from a 
wide assortment of Energizer® battery chargers; order separately online. 
Suffix BP in mfg. part no. indicates blister pack. Sold in package quantities listed. 
Price per =. 
Battery Pkg. 
Mfg. Part No. Code Voltage Capacity Qty Stock No. 1-4+ - 

Nickel Metal Hydride, Raised Positive and Flat Negative : iaciceleachl 
NHI5BP-2 DA TOV 23Ah 2 0104088 13.73 Mfg. Eat No. Voltage Capacity Qty Stock No. 1-9+ 
NH15BP-4 AA 12V 2.3Ah 4 _[_03c7535 | 28.02 Nickel Cadmium, PCB Pins, 2-Pin 
NH15BP-8 AA 1.2V 2.3Ah 8 60K8572 52.41 a 7 7 es 7 ow ; ta Ze 
NH12BP-4 700MAH AAA 1.2V 700mAh 4 8274531 = Nickel MetaliHydride; PCE Pins, 2°Pin 
NHI2BP-2 AAA 12V 850mAh 2 0307534 i605 COMPA 6-2NMH : 3.6V _ 80mAh 1 19C9477 4.52 
NHGSBP-2 Cc T2V 25Ah 2 0307537 At Nickel Metal Hydride, PCB Pins, 3-Pin 
NHS50BP-2 D 12V 25An 2 9581690 18.23 COMP-16-3NMH 3.6V 80mAh 1 19C9527 5.59 

: : COMP18-3NMH 3.6V 150mAh 1 1201554 13.98 
Nickel Metal Hydride, Snap Contact Nickel Metal Hydride, Solder Tab 
NH22NBP PP3 | 8.4V 175mAh 1 | 0307536 25.45 COMP-16-1NMH 36V B0mAn 1 7909524 = 
PIM_62176 PIM_59075 
STANDARD/GENERAL USE NI-CAD BATTERIES Ss AWYO Nerrachatueabis 
i Price Each 
Mfg. Part No. Voltage Capacity Qty Stock No. 1-9+ 
Alkaline, Connector 
COMP-11SML 45V 800 mAh 1 15C6518 15.32 
PIM_5511104 


CONSUMER-TYPE RECHARGEABLE BATTERIES /By2V,\"A Od 7A) 


INDUSTRIES, INC. 


Nickel-cadmium batteries may be used in cyclic, trickle or float charge. 


Battery | Price Each 
Mfg. Part No. Code Voltage Capacity Qty Stock No. 1-9+ = 2 i co 
Nickel Cadmium, Connector 
KR-7000F F 1.2V 7Ah 1 15C7093 35.45 | i 
Nickel Cadmium, Raised Positive and Flat Negative 
N-650SC. 1/2SC 1.2V 650mAh 1 46M4582 — 
N-700AAG AA 12V 700mAh 1 16C0042 3.47 Part number suffix ‘FT’ refers to a flat top connector type. 
PIM_58970 Battery Price Each 
Mfg. Part No. Code Voltage Capacity Qty Stock No. 1-9+ 
Nickel Cadmium, Flat Top 
1/2AA-400 2/3AA 1.2V 400mAh 1 69R4517 1.19 
Nickel Cadmium, Pressure Contact 
C2500 Cc 1.2V 2.5Ah 1 42H5271 8.17 
SC-1500 Sub C 1.2V 1.5Ah 1 939890 2.89 
SC-1900 Sub C 1.2V 1.9Ah 1 9309892 — 
SC-2100 Sub C 1.2V 2.1Ah 1 98H4098 3.19 
> CONTINUED > 
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BATTERIES & ACCESSORIES 


RECHARGEABLE 


GENESIS NP, NPH, NPX SERIES LEAD-ACID BATTERIES (CONT.) 


Battery Price Each Price Each 
Mfg. Part No. Code Voltage | Capacity Qty | Stock No. 1-9+ Mfg. Part No. Voltage Capacity Qty Stock No. 1-9+ 
Nickel Cadmium, Raised Positive and Flat Negative Lead Acid, Quick Connect 
1/2D-2400 1/2D 1.2V 2400mAh 1 10C2971 a NP5-6 6V 5Ah 1 17M9094 37.89 
2/3AF-700 2/3AF 1.2V 700mAh 1 99M1140 6.05 NP7-6 6V 7Ah 1 44F7564 38.87 
AA-1000 AA 1.2V 1Ah 1 9309860 2.21 NP10-6 6V 10Ah 1 44F7566 54.89 
AA-1000FT AA 1.2V 1Ah 1 9309861 2.17 NP12-6 6V 12Ah 1 45M5977 38.16 
AA-600 AA 1.2V 600mAh 1 9309868 4.17 NP1.2-12 12V 1.2Ah 1 44F7567 27.91 
AA-600FT AA 1.2V 600mAh 1 9309869 -— NP2-12 12V 2Ah 1 84F1012 63.06 
AA-800 AA 1.2V 800mAh 1 93C9870 PSE) NP2.3-12FR 12V 2.3Ah 1 3005418 54.90 
AA-800FT AA 1.2V 800mAh 1 9309871 5.57 NP2.6-12FR 12V 2.6Ah 1 15B5751 61.01 
AAA-350 AAA 1.2V 350mAh 1 46P4598 2.48 NP4-12 12V 4Ah 1 44F7570 46.32 
AAA-350FT AAA 1.2V 350mAh 1 69R7514 — NP5-12 12V 5Ah 1 29C7223 34.98 
AF-1500 AF 1.2V 1.5Ah 1 46P4599 = NPX25 12V 5Ah 1 98B9807 50.80 
C-2000 Cc 1.2V 2Ah 1 83K3445 3.78 NP7-12FR/.250T 12V TA 1 50B8591 78.31 
D-5000 D 1.2V 5Ah 1 9309885 11.07 NP7-12 12V 7A 1 87F637 42.42 
D-5000FT D 1.2V 5Ah 1 9309886 10.79 NPX-35/.250 12V 8Ah 1 16C1856 = 
Nickel Metal Hydride, Flat Top NP12-12 12V 12Ah 1 87F638 92.14 
1/2AA-750NM 1/2AA 1.2V 750mAh 1 69R7517 2.76 NP24-12T 12V 24Ah 1 44F7552 = 
AA-1800NMFT AA 1.2V 1.8Ah 1 93C9867 2.32 Lead Acid, Stud 
F-13000NM F 1.2V 13Ah 1 46M4707 —_ NP18-12B 12V 17.2Ah 1 91B9919 95.97 
Nickel Metal Hydride, Pressure Contact NP100-12 12V 91.6Ah 1 8902844 —_ 
4/3AF-3800NM BE 5/4AF-17MM 1.2V 3.8Ah 1 69R7518 7.61 PIM_7049 
4/3AF-4500NM BE 5/4AF-18MM 1.2V 4.5Ah 1 69R7519 a 
SCR-3300NM Sub C 1.2V 3.3Ah 1 85M0076 = CYCLON PURE LEAD ACID 
Nickel Metal Hydride, Raised Positive and Flat Negative BATTERIES FOR HIGH Cyclon. Fher IS 
2/3AF-1100NMGP 2/3AF 1.2V 1.1Ah 1 69R7845 on PERFORMANCE AND . 
AA-1800NM AA 1.2V 1.8Ah 1 29M9555 5.32 HIGH RELIABILITY — ALL Power/ Full Solutions 
AA-2100NMFT AA 1.2V 2.1Ah 1 69R7512 4.21 APPLICATIONS 
AA-2700NM AA 1.2V 2.7Ah 1 69R7513 = 
AAA-1000NM AAA 1.2V 1Ah 1 50R7306 5.49 
AAA-750NM AAA 1.2V 750mAh 1 54K3275 3.48 
AAA-750NM-FT AAA 1.2V 750mAh 1 69R7515 = 
AF-2700NM AF 1.2V 2.7Ah 1 15C7034 9.53 
D-9000NM D 1.2V 9Ah 1 46M4706 ae 
PIM_72588 
GENESIS NP, NPH, NEE SERIES LEAD-ACID 
BATTERIES Fher © Long service life © Shock and vibration resistant 
. © Minimizes replacements (lowers associated costs)  @ Classified as nonspillable 
cassia it ecu iiee @ Higher reliability @ Highest recharge efficiency 
@ Lessens system failures @ Extended storage capability 
@ Cases are UL 94V-O rated material 
ae The Green Label indicates that this product undergoes additional QC testing to give the same performance at 
genesis an even higher reliability. 
= Battery Price Each 
Mfg. Part No. Code Voltage Capacity Qty Stock No. 1-9+ 
Features: © Electric Mobility Lead Acid, Quick Connect 
e Non-Spillable, Use in any Position @ Telecommunications 0810-0004 D wv 2.5Ah 1 42H5695 30.88 
: ee {lsei oan ibroeld : Lae Lights 0819-0010 D Av 2.5Ah ! eo 2928 86.46 
Applications: © Computers 0819-0012 D 6V 2.5Ah 1 8903018 81.77 
: see ; es Power Applications Deo INF is =u = : pli aml 
Choose from a complete line of rechargeable batteries for a wide variety of applications.Use as a supply of 0850-0004 e zal BAN 1 Ci On 
backup energy, or as a portable power source. 0859-0012 E 6V 8Ah 1 §9J2318 120.40 
NP series can be stored, charged, or operated in any position without leakage. Qualified to non-spillable 0840-0004 J wv 42Ah 4 8902836 = 
UN2800 standards. ; 0800-0004 x 2V 5Ah 1 89C2919 28.59 
B suffix in mfg. part no. indicates bolt; 
R suffix indicates receptacle; 0809-0010 x 4V 5Ah 1 §9J2313 — 
FR suffix indicates flame-retardant case and cover, rated UL94-V0. Standard housing is ABS resin. Other 0809-0012 x 6V 5Ah ] 59J2321 84.13 
flame-retardant versions are available; go online or call. 7 
Lead Acid, Solder Tab 
EricelEachy 0810-2044 D 2V 2.5Ah 1 42H5698 28.51 
Mfg. Part No. Voltage Capacity Qty Stock No. 1-9+ 0859-0010 E W BAn 7 75H2925 7768 
pend Bee Bolt Lead Acid, Stud 
Need sl2 rts ey “ u SIBIS89 129.75 0820-0004 BC 2 25Ah 1 8902813 | 147.25 
NPX-100B 12V 28Ah 1 15B5744 2 
NP33-12B 12V 33Ah 1 71R4453 5 PIM_72410 
NP38-12B 12V 38Ah 1 92B1830 = 
NPX-150BFR 12V 40Ah 1 88F5900 = 
NP55-128 12V 56Ah 1 8902846 = Ne p od ts Adc d d D Le 
Lead Acid, Connector Ww r uc e dl 
NPX-80R 12V 20Ah 1 45M5974 _ See the newest Technologies and 
NP75-12 12V 75Ah 1 8902847 a Suppliers at: 
Lead Acid, Quick Connect 
NETO8 ov T2An 1 TAF 7560 as newark.com/new-products 
NP3-6 6V 3Ah 1 87F634 43.10 
NP4-6 ov 4An 1 44F7562 17.65 amity 
NP4.5-6 6V 4.5Ah 1 10J0795 29.75 
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RECHARGEABLE 


POWERSAFE SBS SERIES LEAD ACID BATTERIES E 
ner 


Power/Full Solutions™ 


SBS15 


SBS-30 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


TRUECHARGE2 SERIES BATTERY CHARGERS 


xantrex 


804-1210 


TRUECharge2 battery chargers feature low electrical interference and efficient, power factor corrected 
multistage charging. They can be mounted in a variety of positions given their drip-proof design and enable 
quick installation with easy-to-access AC and DC wiring compartments. Available in 4x 12V and 3x 24V Models, 
they are versatile enough to be used in a wide variety of conditions and locations. Auto-ranging AC input voltage 
capability (90 - 265 volts AC) makes traveling abroad and handling poor-quality power a breeze. The easy-to- 
read display can be augmented with an optional remote panel. 


@ Proven long and trouble-free service @ Leak-resistant, patented, dual-seal terminals Suppl Price Each 
© High energy density in a compact design © Up to two year shelf life ita Path Valin 7 Sint eT 
© Advanced, thin-plate, pure lead technology © Very low ventilation required ig: Fare NO. johage OCR NO: : 
© |mpact-resistant jar material, flame retardant to © Operating temperature range: -40°F (-40°C) to 12V Output Voltage, 10A Output Current 
UL94V-0 122°F (50°C) 804-1210 265VAC 02P6992 = 
PowerSafe® SBS series lead-acid, valve-regulated batteries provide reliable power in all wireless and fixed-line 12V Output Voltage, 20A Output Current 
communication installations, and serve as an integral part of a standby system due to its long life. Also widely 
used in cable TV, emergency lighting, power generation and offshore applications. Designed to cope with raised 804-1220-02 265VAC 03P9691 541.28 
temperatures and harsh environments. Ideal for use in cabinets, or on stands, close to the point of use. Can 12V Output Voltage, 40A Output Current 
be mounted in any orientation except inverted. Fully compliant with BS 6290 Part 4 (1997). Conforms to IED E f 265VAC 3170805 
60896-21 and Telcordia SR-4228. UL recognized (UL Std. 1989). NEBS certified. ee ee eu notes) 
BCS ESC 12V Output Voltage, 60A Output Current 
rice Eac! 
. ———— 804-1260-02 265VAC 8518579 965.77 
Mfg. Part No. | Volt Cc. it Qt Stock No. 1-4+ 
g : ane onage apacy y eee 24V Output Voltage, 10A Output Current 
ae 804-2410 240VAC 06W1864 
SBS15 | 12V 14Ah 1 19K8899 374.60 2AV ‘put Voligdes 20A Oilbut CLirenk = 
utput Voltage, utput Curren 
SBS-30 12V 26Ah 1 31M9920 fe 
Sere 804-2420 240VAC 06W1865 eu 
FIM-TSSIBS 24V Output Voltage, 30A Output Current 
804-2430 240VAC 06W1866 1140.13 
VALVE REGULATED LEAD-ACID RECHARGEABLE Panasonic, 2.005 
'* Z 
BATTERIES BATTERIES 
Maintenance-free, lead-acid batteries are designed =: 
as an absorbed electrolyte system, with exceptional PC BOARD COIN CELL RoHS 
leak resistance. May be used in any position. RETAINER CONTACTS Compliant 
Applications: video, cellular phone, UPS and Panasonic dwallable 
emergency lighting. Other 6V and 12V Panasonic 
batteries are available; go online or call. 
[Price Each 
Mfg. Part No. Voltage Capacity Qty Stock No. 1-9+ 
Lead Acid, Bolt 
LC-1217P 12V 17Ah 1 15C9863 = 
LCX1220P 12V 20Ah 1 29H3493 = 
LC-X1228AP 12V 28Ah 1 46M4715 eS 
LC-X1228P 12V 28Ah 1 46M4716 = 
LC-R1233P 12V 33Ah 1 15C9855 ar 
Lead Acid, Quick Connect 
LC-R061R3P 6V 1.3Ah 1 15C9858 oe 
C-RO63R4P ev 3.4Ah 1 46M4713 34.63 ase aor 
7 6V rT 7 57K6186 = Compact retainer contacts hold cell securely and withstand shock and vibration. Designed for quick and easy 
LC-ROG4RSP z 23.31 battery installation and replacement. Suitable for memory backup applications, soldering and reflow operations. 
LC-R0612P 6V 12Ah 1 15C9857 = Balanced and lightweight with stable thru mount legs. Solder tail design for joint strength. Polarity is clearly 
C-R121R3P 42V 4.3Ah 1 46M4714 = marked. Surface and thru hole mount retainer contacts are available for 4.8mm to 24mm lithium coin cell 
= batteries. Phosphor bronze with gold flash, tin nickel or matte tin plating. Tin nickel palted retainers are ideal 
LC-R127R2P.187 TABS 12v 7.2Ah 1 1509864 — for lead-free, high temperature soldering applications. Matte tine finish for lower soldering temperatures needed 
LC-WTP127R2 12V 7.2Ah 1 4070004 — forother temperature sensitive componenis. Also available on tape and reel; go online or call. 
LC-WTV127R2 12V 7.2Ah 1 40T0005 = No. of Accepted Price Each 
UP-VW1220P1 12V 20mAh 1 4070006 ae Mfg. Part No. Batteries Sizes Stock No. 1-24+ 
UP-VW1228P1 12V 28mAh 1 4070007 = PCB, SMD 
UP-VW1236P1 12V 36mAh 1 40T0008 ae @ 2996 1 Coin Cell - 11.6mm 22M2620 0.42 
UP-VW1245P1 12V 45mAh 1 40T0009 = @ 2983 1 Coin Cell - 12mm 2510411 0.10 
Lead Acid, Solder Tab @ 2993 1 Coin Cell - 12mm 2570415 0.05 
LC-067R2P 6V 7.2Ah 1 15C9862 = @ 3080 1 Coin Cell - 12mm 2570433 0.67 
LC-R0612P1 6V 12Ah 1 1403446 -— @ 3082 1 Coin Cell - 20mm 2570435 0.47 
LC-R122R2PU 12V 2.2Ah 1 98F4981 ee @ 2982 1 Coin Cell - 4.7mm 2570409 0.08 
LC-R123R4PU 12V 3.4Ah 1 1800624 48.34 @ 2992 1 Coin Cell - 4.7mm 95M2125 0.05 
LC-R127R2P1-.250 TABS 12V 7.2Ah 1 14C4016 ae @ 2994 1 Coin Cell - 4.8mm 60R2402 0.17 
LCRA1212P1 12V 12Ah 1 7207107 65.02 @ 2981 1 Coin Cell - 6.4mm 2510407 0.08 
PIM_59488 @ 3098 1 Coin Cell - 6.8mm 2570450 0.40 
@ 2988 1 Coin Cell - 7.9mm 2570413 0.06 
@ 3096 2 Coin Cell - 11.6mm 2570447 0.47 
@ 3026 2 Coin Cell - 20mm 2570424 0.38 
@ 3078 2 Coin Cell - 20mm 2570431 0.53 
@ 3084 2 Coin Cell - 23mm 2570437 0.45 
@ 3090 2 Coin Cell - 23mm 2570443 0.47 
@ 3086 2 Coin Cell - 24mm 2570439 0.48 
@ 3088 2 Coin Cell - 24mm 2570441 0.51 
> CONTINUED > 
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BATTERIES & ACCESSORIES 


BATTERY HOLDERS 


PC BOARD COIN CELL RETAINER CONTACTS (CONT.) BATTERY SPRING AND BUTTON CONTACTS (CONT.) 
No. of Accepted | Price Each No. of Accepted | Price Each 
Mfg. Part No. Batteries Sizes Stock No. 1-24+ Mfg. Part No. Batteries Sizes Stock No. 1-49+ 

PCB, SMD, Phosphor Bronze Solder Tab, Steel, Button Contact 

@ 3000 1 Coin Cell - 12mm 66F5622 0.35 @ 5224 1 AAA 03C2727 0.09 
@ 3012 1 Coin Cell - 146mm 3100594 0.32 @ 5225 1 AAAA, AAA, N 90B0729 0.13 
@ 3002 1 Coin Cell - 20mm 66F5624 0.56 Solder Tab, Steel, Button Contact (with tab) 

@ 3010 1 Coin Cell - 23mm 3100592 0.45 @ 5223 1 AAA 31C6771 0.15 
@ 3004 1 Coin Cell - 23mm 66F5626 0.37 @ 5226 1 AAAA, AAA, N 3106772 0.15 
@ 3006 1 Coin Cell - 24mm 66F5628 0.43 Solder Tab, Steel, Dual Contact - Left or Right 

@ 3008 1 Coin Cell - 24mm 2003591 0.44 @ 5212 1 AAA | 032729 0.28 
@ 2998 1 Coin Cell - 6.8mm 3100589 0.35 Solder Tab, Steel, Dual Contact - Right 

PCB, Through Hole @5211 1 AA, A 3106768 0.25 
@ 2997 | Coin Cell - 11.6mm 22M2622 0.24 @ 5213 1 AAAA, AAA, N 31C6769 0.38 
© 3003 1 Coin Cell - 20mm 66F5625 0.63 Solder Tab, Steel, Spring Contact 

@ 2999 1 Coin Cell - 6.8mm 95M2127 0.26 @ 5202 1 AA, A 03C2726 0.23 
@ 3021 2 Coin Cell - 20mm 2570420 HEOv @ 5203 1 AAAA, AAA, N 90B2547 0.45 
© 3023 2 Coin Cell - 20mm 2570423 0.20 Solder Tab, Steel, Spring Contact (with tab) 

@ 3027 2 Coin Cell - 20mm 2570426 0.42 @ 5201 1 AA,A 3106766 0.19 
PCB, Through Hole, Phosphor Bronze @ 5204 1 AAAA, AAA, N 31C6767 0.21 
@ 3001 1 Coin Cell - 12mm 66F5623 0.43 Through Hole, Spring Contact 

@ 3013 1 Coin Cell - 146mm 3100595 0.21 @ 109-2 a AAAA, AAA, AA, A, N | 0102849 0.16 
@ 3011 1 Coin Cell - 23mm 3100593 0.42 PIM_68300 

@ 3005 1 Coin Cell - 23mm 66F5627 0.31 

1 


@ 3009 Coin Cell - 24mm 3100590 0.60 SNAP-ON BATTERY CONTACTS RoHS 
PIM_7008 Sepiimoiant KEYSTONE 
g —_ 


BATTERY SPRING AND RoHS _ 
BUTTON CONTACTS Compliant 


Available 


+ 
- 202 
a) 
5223 5219 
, Q 
ee y 238 
> 292 
} Opy Self-anchoring battery contacts fit over panels 0.06” to 0.07” thick. External solder ear simplifies soldering. 
P Constructed of nickel-plated tempered spring steel. 
v No. of Accepted Price Each 
5220 melt Mfg. Part No. Batteries Sizes Stock No. 1-49+ 
aaa F ; peta mechanical construction PCB, Snap Contact 
° Single and chal ex design ia @ 5205 1 AA, A, CR2, PP3 (9V) 2570456 0.33 
Economical and reliable contacts are ideal for molded cases with self-contained battery compartments. Solder @ 5206 2 AA 2570457 0.64 
tab design for versatile PC mounting or wire lead attachment. Spring contact design adjusts to varying battery Snap Contact, Left - Leaf Spring 
lengths and provides low contact resistance and dependable connections. Constructed of nickel-plated 0.020” © 296 2 AAAA, AAA, N 2570406 048 
thick steel. Spring contact constructed of nickel-plated spring steel. - - 
Saar Aen Price Each Snap Contact, Right - Leaf Spring 
Mfg. Part No. Batteries Sizes Stock No. | 1-49 B25 - 2 AAA, AAA, N ZU 0.12 
PCB, Solder Tab, Button Contact Snap Contact, Spring Steel, Button, 
©5219 1 AA, A, CR2 2570461 0.10 ous : AAA S5t8295 0.13 
©5240 1 C 2570463 0.37 @ 238 _ 1 AAAA, AAA, N 95B9609 0.22 
©5250 7 D 2570467 0.19 Snap Contact, Spring Steel, Dual Button 
PCB, Solder Tab, Dual Contact (with tab) - Left S22 2 he Ssbg624 OBS 
©5218 2 AAA, CR2 2570460 025 Snap Contact, Spring Steel, Dual Leaf Spring 
PCB, Solder Tab, Dual Contact - Left pall L AAA 9559296 One 
©5210 2 AA, A, CR2 [__ 2570458 0.25 wae : G | BANS BARN 16F423 0.30 
PCB, Solder Tab, Dual Contact - Right Snap Contact, Spring Steel, Leaf Spring 
©5217 2 AA, A, CR2 [___28T0459 0.25 © 209 : AAA 953204 0.21 
PCB, Solder Tab, Spring Contact © 204 = | - AARA;ARA;N 95F3293 0.18 
©5220 1 AA A, CR 2510462 021 Snap Contact, Spring Steel, Left - Leaf Spring 
©5251 1 D 2570468 0.52 en) a __ AWA SHE 0.48 
PCB, Spring, Dual Contact - Left Snap Contact, Spring Steel, Right - Leaf Spring 
©5242 2 C 2570466 031 @ 291 : 2 AA, A 95B9620 0.48 
PCB, Spring, Dual Contact - Right Through Hole, Spring Steel, Dual Leaf Spring 
© 5252 2 D 2570469 0.49 268 2 call S5BH618 WS 
PCB, Spring, Spring Contact PIM_6805 
@ 5241 1 Cc | 2570464 0.37 
PCB, Through Hole, Spring Contact 
@ 108-2 1 AAAA, AAA, AA, A, N | 73H0152 0.16 
Solder Tab, Dual Contact - Left 
©5214 7m AAA, AAA, N 3106770 0.38 
> CONTINUED > 
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BATTERY CLIPS, CONTACTS Pots nt KEYSTONE _ SURFACE MOUNT BATTERY HOLDERS EYSTONE 


AND ACCESSORIES (10 ORE =TOTNNICR“MNCLSA=I= 


Available 
Bie 
0! jal 
> g Available 
4 
\ 
s 
WwW Contact Finish: @ 1109/1047/1044 - Tin Nickel Plate 
82, 92 54 50, 550 53, 553, 55, 555 © 1108/1042/1048 - Gold Flash, Over Nickel Plate 


SMT single and dual holders for 18650 and 26650 batteries. Available also complete with solder tag. 


| No. of Accepted Price Each 
Mfg. Part No. Batteries Sizes Stock No. i+ 
PCB 
- ce 1044 18650 47Y6615 2S 
@ 1047 18650 448123 7.82 


1 
2 
57, 557 56, 556 5330 5331 @ 1108 2 26650 47Y6616 TOE 
Also available on tape and reel; go online or call. @ 1109 2 26650 47Y6617 6.49 
NOTE - Mfg. part no. 217 is for use with NiCd cells, 1.375-1.500” Dia. SMD 
Accepted Terminal penigsiEssMy =“ @ 1042 1 18650 5612027 4.02 
Mfg. Part No. Sizes Type Stock No. 1-49+ 1048 2 78650 5672029 9.30 
Brass, Nickel Plated Contacts, Battery End Clip 
PIM_5465863 
@99 AA PCB Lug 35F1576 0.25 
Rugged Steel, Nickel, Battery End Clip 
ry AA Screw 35F1579 0.33 ALUMINUM BATTERY Gee simpian 
© 86 C PCB Lug 9080646 0.54 HOLDERS Available 
@ 38 D PCB Lug 35F1574 1.88 
@39 D PCB Lug 35F1575 1.03 
@95 PP3 (9V) Screw 94F9912 1.26 
Spring Steel, Nickel, Battery Retainer Clip 
@62 Cc PCB Lug 97H7529 0.25 
063 D PCB Lug 97H7530 0.26 
Stainless Steel, Battery Retainer Clip 
@61 AA PCB Lug 97H7528 0.32 
Steel, Matte Tin, Surface Mount Battery Clip 
@ 553 AA, A SMD 2570478 0.42 
@ 555 AAA, N SMD 2570480 0.27 
@ 550 AAAA SMD 2570476 0.25 
Steel, Nickel, Battery & Component Clip Fig. 5 
@217 a Screw 98F723 0.76 Compatible Batteries: @ “C” Cell Holders - Eveready CH35/ 
e738 D Scraw O7H7531 aay @ “AAA” Cell Holders - Eveready E92/912/CH12, £93/935/1235/EV35/EN93, Duracell 
Duracell M24F/MN2400, Ray-O-Vac 824, NEDA M14F/M14HD/NC14C/TR86/MN1400/ 
o71 PP3 (9V) Screw 94F1482 0.45 24A/24F/24P PC1400, Ray-O-Vac 1C/614/814, NEDA 
@ 30 PP3 (9V) Screw 91B6138 0.60 @ “AA” Cell Holders - Eveready E9/EV15/EN91/ 14A/14C/14D/14F/14NC/1600M 
Se ii Pai Conia Baty Sing Coie Ser, Tee eat acta 
ei ph Spring | snlSitD 0.12 TR133R/TR177/MSO5/MIN1500, Ray-O-Vac S42/M13HD/TR289/MN1300/PC1300, Ray-O-Vac 
@211-D c,D Spring 91B8092 0.26 5AA/615/815/7AA, NEDA 15/15A/15C/15D/15F/15 2D/6D/613/813, NEDA 13A/13C/13D/13F/413NC/ 
Steel, Tin-Nickel, Battery Clip M/15NC/221/1101M/1113M/1306M/1314M/1606M 1115M/1810M 
@54 18650 Through Hole 2510475 071 Ideal for alkaline, carbon, zinc, mercury, Nl-Cad and lithium cells. Tin-plated brass terminal lugs. Moistureproof 
fiber insulating washers. Frame and clip 2024-ST4 aluminum, per QQ-A-362. Nickel-plated brass contact 
053 AAA SMD 56P4899 0.25 eyelets. 
Steel, Tin Plated Contacts, Matte Tin, Battery Contact Note - Mfg. part no. 177 is only compatible with Eveready 412, Duracell M215 & NEDA 215. 
@ 557 AA, A, CR2 SMD | 2570484 0.30 No. of Accepted Price Each 
@ 556 AAA, N SMD 2570482 0.30 Mfg. Part No. Batteries Sizes Stock No. 1-49+ 
Steel, Tin Plated Contacts, Matte Tin, Leaf Spring Battery Contact Panel, PCB Lug, Aluminum, Fig. 4 
@ 5331 AA, A, CR2, PP3 (QV) SMD 2570473 0.10 @ 139 1 AA 59K0297 4.05 
@ 5330 AAAA, AAA, N SMD 2570474 0.33 @ 137 1 AAA 59K0296 3.05 
Steel, Tin Plated Contacts, Steel, Tin-Nickel, Snap-In Battery Clip @ 173 1 c 59K0313 1.62 
@92 AA, CR2 Through Hole 50F4684 0.25 @175 1 D 59K0314 3.37 
@ 82 AAA, N Through Hole 95F3281 0.38 Panel, PCB Lug, Aluminum, Fig. 2 
Steel, Tin Plated Contacts, Tin-Nickel, Battery Clip @ 140 2 AA 59K0298 7.98 
@55 AAA, N SMD 1801819 0.27 @ 138 2 AAA 35F1586 5.52 
@50 AAAA SMD 99H7474 0.25 @ 174 2 Cc 35F1598 5.79 
Steel, Tin Plated Contacts, Tin-Nickel, Battery Contact @ 176 2 D 60K7088 6.46 
@57 AA, A, CR2 SMD | 2570488 0.29 Panel, PCB Lug, Aluminum, Fig. 3 
@ 56 AAA, N SMD 2570486 0.18 e171 3 AA 58K2777 6.38 
PIM_6942 @ 169 3 AAA 58K2775 11.49 
@ 187 3 Cc 58K2778 9.76 
@ 190 3 D 58K2779 12.13 
Vendor Approved Modification Panel, PCB Lug, Aluminum, Fig. 4 
@ 182 4 AA 59K0315 9.04 
Panel Meters and Switches designed to your specs @ 170 4 AAA 58K2776 15.32 
Choose your own colors, text, and logo Panel, PCB Lug, Aluminum, Fig. 5 
ISO certified lab with a Certificate of Conformance included with your order @ 189 2 AA 35F1593 0.52 
@ 185 2 Cc 35F1600 4.36 
Email panelmeters@newark.com Call 800 859 1257 @ 186 2 D 35F1607 6.00 
PIM_5624798 Panel, PCB Lug, Aluminum, Fig.6 
~ @ 196 4 Cc 60K7094 3.28 
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BATTERIES & ACCESSORIES 
BATTERY HOLDERS 


ALUMINUM BATTERY HOLDERS (CONT.) PLASTIC BATTERY HOLDERS Sepia K EYSTONE 


No. of Accepted Price Each Available 


Mfg. Part No. Batteries Sizes Stock No. 1-49+ 
Panel, PCB Lug, Aluminum, Fig. 6 
@ 192 4 AA 58K2780 6.09 
@ 200 4 D 58K2888 8.71 


Panel, PCB Lug, Aluminum, Fig. 7 meh 
2467 
2475 


@ 193 6 AA 60K7093 15.61 

0197 6 C 59K0316 12.69 mee 
@ 201 6 D 58K2889 2.27 

Panel, PCB Lug, Aluminum, Fig. 8 

@ 205 6 D 59K0317 17.07 

Panel, PCB Lug, Aluminum, Fig. 9 


@177 1 AA 35F1629 214 2468 2477 2476 
Through Hole, PCB Lug, Aluminum, Fig. 4 2470 
@ 2222 1 AA 59K0354 4.05 Hold batteries securely in place to provide a positive connection and maintain low contact resistance. Available 
Through Hole, PCB Lug, Aluminum, Fig. 2 with PC terminals or wire leads. Choice of solder lugs or male/female snap fasteners. Contact springs self-adjust 
©2233 2 MA 59K0355 5.52 to variations in battery length. Able to withstand shock and vibration. Holder material: polypropylene. Springs: 
spring steel, nickel-plated. PC pins: 0.031 brass, nickel-plated. 
seein No. of Accepted Price Each 
Mfg. Part No. Batteries Sizes Stock No. 1-49+ 
NICKEL-PLATED STEEL BATTERY KEYSTONE _ 1p 0n,a8s 
HOLDERS @ 2474 2 AA 1801021 0.76 
@ 2476 4 AA 3100581 1.60 
Snap On, Polypropylene 
@ 2475 3 AA 24C8843 1.48 
Through Hole, Polypropylene 
@ 2460 1 AA 16F1089 1138) 
@ 2466 1 AAA 16F1095 0.76 
@ 2470 1 N 16F1099 0.67 
2140 2171 @ 2462 2 AA 16F1091 0.82 
Geeeinpian @ 2468 2 AAA 16F1097 0.71 
Available @ 2464 3 AA 16F1093 1.46 
@ 2479 3 AAA 1707357 0.70 
. @ 2477 4 AA 1707400 1.47 
@ 2481 4 AAA 3100584 1.69 
Wire Leads, ABS 
@ 2490 2 AA 3100588 1.72 
2182 @ 2487 3 AA 3100587 1.77 
@ 2484 3 AAA 3100586 0.84 
Z186 Wire Leads, Polypropylene 
Corrosion-resistant holders with fully-insulated, nickel plated brass contacts recommended for shock or severe ©2461 1 DA 16F1090 1.04 
vibration environment. Resin-impregnated, fiber-insulating washers are moisture proof. e257 : _ AEEAUEE a 
No. of Accepted iso Ep 1 N 16F 1100 0.81 
Mfg. Part No. Batteries Sizes Stock No. 1-49+ a 
Panel, PCB Lug @ 2463 2 AA 16F1092 0.76 
© 2185 2 C 61H7465 4.91 ©2469 g AAA 16F 1098 0.76 
Panel, PCB Lug, Steel ©2585 7 a Uae ihO2 
@ 2139 1 AA 59K0342 4.38 @ 2480 3 AAA 3100583 1.56 
© 2173 1 Cc 59K0345 5.15 © 2478 4 AA 310582 1.69 
@ 2175 1 D 59K0347 4.04 @ 2482 4 AAA 3100585 1.66 
© 2140 2 AA 59K0343 5.75 BMLIDEE 
@ 2174 2 Cc 59K0346 3.57 
©2176 2 D 59K0348 6.35 9V BATTERY HOLDERS SEE arian KEYSTONE 
@ 2186 2 D 59K0349 5.48 Available 
@2171 3 AA 59K0344 8.75 
@ 2190 3 D 60K7100 11.07 
@ 2182 4 AA 58K2893 10.27 
@ 2188 4 Cc 58K2894 12.40 
@ 2198 4 c 59K0353 5.73 
@ 2192 4 D 59K0352 16.91 
FIM one @ Terminals: Tin Plated Brass © Contacts Nickel Plated 
No. of Accepted Price Each 
Custom Panel Meters Call 800 859 1257 Mfg. Part No. Batteries Sizes Stock No. 1-49+ 
Panel, PCB Lug, Aluminum 
Choose your own colors, text, and company logo S10 - u PROV) paz aor 
Custom scale, range and pointer types Panel, PCB Lug, Glass Filled Nylon 
Analog/Digital Meters, Sensors, Controllers and more @ 1295 1 PPS (8V) peeking 3.54 
PCB, Through Hole, Aluminum 
Email panelmeters@newark.com @ 1291 1 PP3 (9V) 60K7082 5.28 
PIM SBSAROE Through Hole, Through Hole, Glass Filled Nylon 
i: @ 1294 1 PP3 (9V) 59K0295 3.14 
PIM_6904 
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element14 COMMUNITY 


DESIGN ASK EXPERTS 


COLLABORATE 


RESEARCH 


element14.com 


PIM_5620864 


9-VOLT BATTERY STRAPS 


RoHS _ 
Compliant 
Available 


Fig. 1 


ELECTRONICS CORD 


Fig. 4 


Fig. 2 


Fig. 5 

Rigid construction. Nickel-plated, male and female contacts. Wires have tinned copper conductors, PVC 
insulation and are stripped for easy connections. All straps insulated except mfg. part nos. 72 and 72-8. Wire 
leads soldered for increased reliability. 

(Fig. 1 = 235, 236, 237, 2241, 2242, 2243, 68, 72, 72-8; Fig. 2 = 85-4, 85-8; Fig. 3 = 232, 233, 234, 2238, 2239, 
2240; Fig. 4 = 83-4, 83, 83-8; Fig. 5 = 81-6, 84-4, 84-6) 


No. of Accepted Price Each 

Mfg. Part No. Batteries Sizes Stock No. 1-49+ 
Strap, Wire Leads, 0.062” Fiber 
@68 i PP3 (9V) 38F1305 0.80 
Strap, Wire Leads, 0.062” Fiber, Lead Length - 7.00” 
@72 1 PP3 (9V) 35F1681 eS 
Strap, Wire Leads, Fiber, Lead Length - 4.00”, | Style 
@ 83-4 1 PP3 (9V) 16F427 5 
Strap, Wire Leads, Fiber, Lead Length - 4.00”, T Style 
@ 85-4 1 PP3 (9V) 16F430 = 
Strap, Wire Leads, Fiber, Lead Length - 6.50”, | Style 
@ 83 1 PP3 (9V) 16F428 = 
Strap, Wire Leads, Fiber, Lead Length - 8.00”, | Style 
@ 83-8 1 PP3 (9V) 16F429 = 
Strap, Wire Leads, Fiber, Lead Length - 8.00”, T Style 
@ 85-8 1 PP3 (9V) 16F432 2.58 
Strap, Wire Leads, Molded Base, Lead Length - 4.00”, Molded | Style 
@ 2238 1 PP3 (9V) 59K0356 0.99 
Strap, Wire Leads, Molded Base, Lead Length - 4.00”, Molded T Style 
@ 2241 1 PP3 (9V) 59K0358 0.69 
Strap, Wire Leads, Molded Base, Lead Length - 6.00”, Molded | Style 
@ 2239 1 PP3 (9V) 59K0357 0.97 
Strap, Wire Leads, Molded Base, Lead Length - 6.00”, Molded T Style 
@ 2242 il PP3 (9V) 59K0359 0.43 
Strap, Wire Leads, Molded Base, Lead Length - 8.00”, Molded | Style 
@ 2240 1 PP3 (9V) 58K2897 1.24 
Strap, Wire Leads, Molded Base, Lead Length - 8.00”, Molded T Style 
@ 2243 1 PP3 (9V) 16F438 1.30 
Strap, Wire Leads, Polypropylene, Lead Length - 4.00”, Molded | Style 
@ 84-4 1 PP3 (9V) 38H9326 0.66 
Strap, Wire Leads, Polypropylene, Lead Length - 6.00”, Molded | Style 
@ 84-6 1 PP3 (9V) 23C7324 0.64 
Strap, Wire Leads, Polypropylene, Lead Length - 6.00”, Molded T Style 
@ 31-6 1 PP3 (9V) 3100662 0.53 
Strap, Wire Leads, Vinyl, Lead Length - 4.00”, Vinyl | Style 
@ 232 1 PP3 (9V) 91B5445 0.52 
Strap, Wire Leads, Vinyl, Lead Length - 4.00”, Vinyl T Style 
@ 235 1 PP3 (9V) 52F3319 0.60 
Strap, Wire Leads, Vinyl, Lead Length - 6.00”, Vinyl | Style 
@ 233 1 PP3 (9V) 2204351 0.31 
Strap, Wire Leads, Vinyl, Lead Length - 6.00”, Vinyl T Style 
@ 236 1 PP3 (9V) 3100580 0.75 
Strap, Wire Leads, Vinyl, Lead Length - 8.00”, Vinyl | Style 
@ 234 fl PP3 (9V) 99F9979 0.34 

> CONTINUED > 


848 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


9-VOLT BATTERY STRAPS (CONT.) 


No. of Accepted Price Each 
Mfg. Part No. Batteries Sizes Stock No. 1-49+ 
Strap, Wire Leads, Vinyl, Lead Length - 8.00”, Vinyl T Style 
@ 237 1 PP3 (9V) 3001545 0.66 
PIM_7034 


THRU-HOLE AND SURFACE 
MOUNT BATTERY HOLDERS 


eu KEYSTONE 
FOR LITHIUM AND ALKALINE 


CELLS 
J 1023 | 


108 1017 503 
Si 1022 498 . 


1024 108C 


Snap-in PC contact design holds in position for wave solderability. Low profile housings constructed of PBT, 
rated UL94V-0. Tin-nickel plated stainless steel contacts for excellent solderability and durability. Polarity 
marked for orientation. Operating temperature range: -60°F to 290°F (-50°C to 145°C). Order retainer covers 
separately below. 


1018C/1020C/1022C - Snap-on retainer covers retain battery securely to withstand shock and vibration. Helps 
protect against shorting and are tamperproof. Constructed of PBT, rated UL94V-0. For use with PC battery 
holders; ordered seperately above. 
Rugged metal constructed lithium cell holders are ideal for punishing applications. Choice of aluminum or nickel- 
plated steel housings with tin-plated brass lugs. 
No. of Accepted Price Each 
Mfg. Part No. Batteries Sizes Stock No. 1-49+ 
@ 1018C 1 213A 2570379 0.54 
@ 1020C 1 AAA 2570382 0.52 
@ 1022C 2 AAA 2570385 0.52 
PCB 
@ 1029C 1 213A 95F3292 0.72 
PCB, Base: Glass Filled Nylon 
@ 1029LC 1 2/3A 78H1108 0.51 
@ 1028C 1 AA 95F3290 0.88 
PCB, PCB Lug 
@ 2103 1 1/2AA 94F4531 5.15 
PCB, PCB Lug, Aluminum 
@ 131 1 2/3A 97H7527 2.88 
@ 132 1 2/3A 98F9933 4.08 
PCB, SMD 
@ 1016 1 1/2AA 57R3956 4.32 
@ 498 1 1/3N 2570453 2.06 
@ 1018 1 2/3A 57R3958 2.88 
@ 1024 1 AA 2570389 451 
@ 1020 1 AAA 57R3959 4.29 
@ 1022 2 AAA 57R3957 5.53 
PCB, Snap Contact 
@ 1024C 1/2AA 2570390 0.52 
PCB, Through Hole 
1017 1 1/2AA 2510378 3.06 
@ 497 1 1/3N 2570452 1.15 
@ 503 1 1/3N 2570455 1.81 
@ 1019 1 2/3A 2570381 2.75 
@ 1015 1 AA 2510376 2.44 
@ 1021 1 AAA 2570384 1.80 
@ 1023 2 AAA 2570388 4.28 
PCB, Through Hole, Base: Glass Filled Nylon 
@ 108C 1 1/2AA 50F4686 0.50 
Through Hole, Through Hole, Base: Glass Filled Nylon 
@ 108 1 1/2AA 50F4685 0.71 
@ 1029 1 213A 95F3291 1.31 
@ 1028 1 AA 95F3289 2.07 
PIM_6941 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


BATTERIES & ACCESSORIES 
BATTERY HOLDERS 


PC BOARD MOUNT COIN CELL RoHS 


Compliant 


LITHIUM BATTERY HOLDERS Available 


Horizontal Yo u r 
Vertical Slimline Vertical Compact Lan s = : is Reid b aoe 
These PCB mount holders accommodate lithium coin cell batteries 12-30mm diameter, and provide long-term Di : = | : R 
power for 3-volt memory backup applications. Reliable nickel-plated contacts provide spring tension, low contact A y 
resistance and solderability. Bases made of UL94V-0 approved materials. Holders are impervious to most antes 
solvents. Temperature range: -50°C to +145°C. 
No. of Accepted Price Each 

Mfg. Part No. Batteries Sizes Stock No. 1-49+ 
PCB, Through Hole, Black base PBT 
@107 1 Coin Cell - 23mm 46F859 1.73 
@ 301 1 Coin Cell - 30mm 3100591 1.48 
@ 1027 2 Coin Cell - 23mm 87F3818 0.80 
PCB, Through Hole, PBT 
@ 1067 1 Coin Cell - 20mm 58K2752 2.35 
Through Hole, Through Hole 
@ 1066 1 Coin Cell - 20mm 58K2751 0.64 
Through Hole, Through Hole, Black base glass filled nylon 
@ 500 1 Coin Cell - 12mm 95F3284 1.44 
@ 502 1 Coin Cell - 146mm 95F3286 0.72 
@ 501 2 Coin Cell - 12mm 95F3285 277 
Through Hole, Through Hole, Black base PBT 
@ 106 1 Coin Cell - 20mm 46F858 1.02 
@ 104 1 Coin Cell - 23mm 16F425 0.88 
@ 1025-7 1 Coin Cell - 24mm 3100540 0.90 
@ 105 1 Coin Cell - 24mm 46F857 0.49 
@ 1026 2 Coin Cell - 20mm 87F3817 1.60 
@ 1025 2 Coin Cell - 24mm 87F3816 4.11 a A 
Through Hole, Through Hole, PBT 2 EDUCATION 
@ 1065 1 Coin Cell - 20mm 59K0293 2.53 ae & MAKERS 
Through Hole, Through Hole, Plastic 
@ 103 1 Coin Cell - 20mm 16F424 0.58 
PIM_6939 
BATTERY HOLDERS Sapiens ; 

Available bulgin 


a brand of Elektron Technology 


Bxso01/1 BXS011/1 | 


BXS016 Bxanes A ea : 
PROTOTYPE 
7 & TEST 


Bx0026 


Bx0027 

© UL94V-0 flame retardant materials D size cells 

@ |P67 front panel sealed versions for AA, C, and @ Drawer style holder for AA, C, and 9-volt cells 

Manufactured from quality moldings and metal components to provide a secure and reliable connection. & 7 c 
Available for battery sizes AA, C, D and 9V for 1, 2, or 4 cells. Panel mounting versions are front panel sealed 
to IP67, extending the applications into harsher external environments where dust or waterproof seal is needed. S | pD @) rti n Gg yO U r J @) U mM ey 

No. of Accepted Price Each 
Mfg. Part No. Batteries Sizes Stock No. 1-49+ 

Panel, Solder Tab, Glass Filled Nylon 

@ BX0023 1 PP3 (9V) 9203807 13.88 

@ BX0026 2 PP3 (9V) 92C3809 8.14 

@ BX0027 AA 92C3810 25.88 

Panel, Solder Tab, Nylon 

@ BXS011/4 1 AA 50H3504 15.60 

@ BXS001/1 1 Cc 50H3501 18.60 

@ BXS016 1 D 50H3507 25.36 

@ BXS012/1 2 AA 50H3505 20.03 

@ Bxs002/1 2 C 50H3502 21.45 

@ BXS017 2 D 50H3508 36.49 
PIM_78907 
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LINE PROTECTION 


POWER OUTLET STRIPS 


SMALL FOOTPRINT OUTLET STRIPS © 
multicomp 


OE 


“250050 


© Rated at 15A, 120VAC, 60Hz 

@ Mounting: Keyhole Slots with 10.25” Mounting 
Centers 

© Outlet Component Colors: Black 

Provides 8 grounded outlets in a small area. Power cord is 14/3 SJT with molded plug. Dimensions: 1-1/2H x 

4-1/4W x 13-7/16" L. 


© Resettable Overload Circuit Breakers 
© On/Off Switch with Built-in Pilot Light 
© ULListed, CSA Certified 


No. of Current Cable Price Each 
Mfg. Part No. Outlets Rating Length Stock No. 1-3+ 
NEMA 5-15R - NEMA 5-15P 
SPC11104 8 15A 1.8m 32C2078 107.38 
SPC11102 8 15A 4.6m 32C2079 113.69 
PIM_3950 
SNAP AND SLIDE MOUNTING OUTLET STRIPS @ 
sen multicomp 
a ~ 
fr2/2). @ 
Sy) =) 


= 
ap 


@ Rated at 15A, 125VAC, 60Hz 

@ White Aluminum Housing 

@ Power Cord is 14/3 SJT with Molded Plug 
© Resettable Overload Circuit Breakers 
OSH series outlet strips offer convenient additional power outlets where needed. Plug-in centers are perfect 
for computer rooms, workstations, factories, schools, retail checkouts, entertainment centers and more. Used to 


© On/Off Switch with Pilot Light 
© UL Listed 
@ Dimensions (LxWxD): 12.25 x 2.00 x 1.75" 


connect appliances, audio/video equipment, power tools, test equipment, lighting and more. Snap-on/slide-off 
feature allows mounting in any position, including inverted. Includes two mounting clips w/sheet metal screws. 
Meets UL 1336 standard. 
No. of Current Cable Price Each 
Mfg. Part No. Outlets Rating Length Stock No. 1-3+ 
NEMA 5-15R - NEMA 5-15P 

OSH66 6 15A 1.8m 66N7723 118.83 

OSH615 6 15A 4.6m 66N7724 = 
PIM_3951 
COMPACT OUTLET STRIPS rat 


© Circuit breaker protected 

These outlet strips are extremely useful for limited space applications. Rated 15A, 120VAC, 60Hz, 1875W 
continuous duty. Black outlets are “U” grounded. Black power cord is 14/3 SJT with molded plug. Dimensions: 
1.75H x 2.00W x 8.75'L. 


No. of Current Cable Price Each 
Mfg. Part No. Outlets Rating Length Stock No. 1-3+ 
NEMA 5-15R - NEMA 5-15P 
SPC11099 5 15A 1.8m 32C2076 = 
SPC11100 5 15A 4.6m 32C2077 a 
PIM_3949 
15-AMP AND STANDARD 20-AMP OUTLET STRIPS @ 
multicomp 


[re . 
—(_'-ee Se % / 


@ Aluminum Housing with Putty White or Gray Finish @ On/Off Switch with Pilot Light 
© Resettable Overload Circuit Breaker © ULlisted 


Outlet strips feature power cord with 3 conductors and molded plug. Type SPC 11096 is rated at 20A, 120VAC, 
60Hz. and SPC 11098 is rated at 15A, 120VAC, 60Hz. Dimensions: 1-1/2H x 2-3/8W x 13-1/4"L. 


> CONTINUED > 
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@ Indicates RoHS Compliant 4] Find Datasheets Online 


15-AMP AND STANDARD 20-AMP OUTLET STRIPS (CONT.) 


No. of Current Cable Price Each 
Mfg. Part No. Outlets Rating Length Stock No. 1-3+ 
NEMA 5-15R - NEMA 5-15P - Gray Finish - CSA Certified 
SPC11098 6 15A 4.6m 32C2075 69.62 
NEMA 5-20R - NEMA 5-20P - Putty White Finish 
SPC11096 6 20A 4.6m 3202073 190.74 
PIM_30772 
MEDICAL DESIGN OUTLET STRIPS © 
multicomp 


(=-e8 ee ee) 


SPC11113 


SPC11112 ) 


@ Rated at 15A, 120VAC, 60Hz, 1875W @ Aluminum Housing with White Finish 
@ 15’ Power Cord is 14/3 SJT with Molded Plug @ Snap/Slide Mounting Type 
@ Resettable Overload Circuit Breakers 


These strips feature hospital-grade outlets. Ideal applications include work areas, lab and instrument carts, 
laboratory workbenches and more. UL listed. NOTE: Not for critical care environments. 
No. of Current Cable Price Each 
Mfg. Part No. Outlets Rating Length Stock No. 1-3+ 
NEMA 5-15R-HG - NEMA 5-15P-HG 
SPC11112 4 15A 4.6m 32C2089 109.42 
SPC11113 6 15A 4.6m 32€2090 83.52 
PIM_3894 
MID-LENGTH INDUSTRIAL OUTLET STRIPS Hi 
ISO 9002 
SPE Certified 


Rs 35104 


SPC11116 
@ Rated at 15A, 120VAC, 60Hz, 1875W @ Resettable Overload Circuit Breakers 
@ Power Cord is 14/3 SUT, with Molded Plug © Gray Cast, Aluminum, with On/Off Switch 
Mid-length strips can be used in a variety of applications, including: offices, factories, schools and labs. UL listed. 
No. of Current Cable Price Each 
Mfg. Part No. Outlets Rating Length Stock No. 1-3+ 
NEMA 5-15R - NEMA 5-15P 
OSH66 6 15A 1.8m 66N7723 118.83 
OSH615 6 15A 4.6m 66N7724 — 
SPC11114 7 15A 1.8m 32C€2091 = 
SPC11116 8 15A 1.8m 32€2093 105.26 
SPC11117 8 15A 4.6m 32€2094 127.40 
PIM_69219 
LONG, RACK MOUNT INDUSTRIAL OUTLET © 
STRIPS multicomp 
os 8s os «8 @ @) 


SPC11103 
BEEBE EBB BSBBBEBB 


SPC11105 
© Rated at 15A, 120VAC, 60Hz, 1875W © On/Off Switch with Pilot Light 
© Power Cord is 14/3 SJT with Molded Plug ® Gray Case 


© Resettable Overload Circuit Breakers 


Versatile and rugged multiple outlet strips are ideal for production lines, workbenches and lab tables. No wiring 
required. UL listed. 
Cable Price Each 
No. of Current Length 

Mfg. Part No. Outlets Rating Imperial Length Stock No. 1-3+ 

SPC11103 8 15A 6ft 48” 32€2080 88.96 

SPC11105 16 15A 6ft 48” 3202082 108.12 
PIM_3895 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


POWER OUTLET STRIPS 


Bud Industries, Inc. 


a S j 
POS-4 
POS-6 
POS series power outlet strips can be used in cabinets, on walls, or along work and test benches. Housing 
color: silver-gray. No loose wires can come into contact with conductor wires. Strips snap into adjustable 
mounting clips. Grounded receptacles rated 15A, 125V. Thermal-type 15A circuit breaker with reset. Cord: 6’ 
14-gauge 3-wire. All components are UL approved. 
Cable Price Each 
No. of Current Length 
Mfg. Part No. Outlets Rating Imperial Length Stock No. 1-4+ 
POS-4 4 15A 6 17.688" 90F396 83.95 
POS-6 6 15A 6 12.25” 81F4472 70.13 
POS-9 9 15A 6 60.188" 90F398 96.29 
POS-11 11 15A 6 72.188" 90F399 100.73 
Surge Protector 
POS-4-S 4 15A 6 17.625” 95F6381 141.37 
POS-9-S 9 15A 6 60.125” 95F6383 114.24 
POS-11-S 11 15A 6 72.125" 95F6384 120.41 
PIM_7167 


PLUG-IN MULTI-OUTLET POWER STRIPS 


El legrand’ 


Wiremold 


fs 


@ 


© Rated 15A/120V 

© Circuit breaker 

@ 14/3 SJT power cord 

@ Noncorrosive aluminum housing 


@ Impact-resistant end caps 

© Snap-on/slide-off mounting clips 
@ ULand cUL listed 

© 2-year warranty 


COMPACT POWER OUTLET STRIPS. Compact models feature gray housing except 10-outlet units which are 
putty white and have keyhole mounting. 

DELUXE CONTROL POWER STRIPS. Deluxe control models include individually switched receptacles, master 
power switch, and keyhole mounting. 
90° RIGHT-ANGLE POWER STRIPS. 90° right-angle outlet strips have rotated outlets to allow angled plugs 
or small power supplies to be plugged in without covering adjacent outlets. Feature gray housing without power 
switch. 
20-AMP POWER STRIPS. 20-amp models are rated 20A, 120V, with 20A circuit breaker and NEMA 5-20R 
receptacles. Feature putty white housing. 
MEDICAL/DENTAL GRADE STRIPS. Medical/Dental grade multiple portable socket-outlets are in compliance 


with UL 60601-1 and cTUVus listed as medical electrical equipment. Suitable for use where Article 517 of the 
NEC requires hospital grade outlets. 
SPECIAL USE OUTLET STRIPS. Special use power strips feature white housing. Not for use where Article 
517 of the NEC requires hospital grade outlets. Important: not for use in general or critical care environments. 
No. of Current Cable Price Each 
Mfg. Part No. Outlets Rating Length Stock No. 1-14+ 
NEMA 5-15R - NEMA 5-15P - 90° Right Angle Power Strips 
UL1090BC 4 15A 1.8m 95F1214 78.11 
UL1090BD 4 15A 4.6m 95F1215 85.89 
NEMA 5-15R - NEMA 5-15P - Compact Power Outlet Strips 
UL104BC 4 15A 1.8m 95F1225 68.72 
UL104BD 4 15A 4.6m 95F1226 82.99 
UL100BC 5 15A 1.8m 95F1269 60.30 
UL100BD 5 15A 4.6m 95F1270 = 
UL207BC 6 15A 1.8m 95F1275 72.89 
P6 6 15A 1.8m 95F1227 OUT 
UL207BD 6 15A 4.6m 95F1276 93.93 
UL204BC it 15A 1.8m 95F1271 80.15 
UL204BD 7 15A 4.6m 95F1272 90.07 
UL205BC 8 15A 1.8m 95F1273 80.24 
UL205BD 8 15A 4.6m 95F1274 85.41 
> CONTINUED > 


1.800.463.9275 © newark.com 


LINE PROTECTION 


POWER OUTLET STRIPS 


PLUG-IN MULTI-OUTLET POWER STRIPS (CONT.) 


No. of Current Cable Price Each 
Mfg. Part No. Outlets Rating Length Stock No. 1-14+ 
NEMA 5-15R - NEMA 5-15P - Compact Power Outlet Strips 
UL210BC 10 15A 1.8m 95F1277 salileee 
UL210BD 10 15A 4.6m 95F1278 114.38 
NEMA 5-15R - NEMA 5-15P - Deluxe Control Power Strips - Pilot Light/Power Switch 
UL215BD 4 15A 4.6m 95F1231 110.58 
UL209BC 8 15A 1.8m 95F1279 182.80 
UL209BD 8 15A 4.6m 95F1280 212.69 
NEMA 5-15R - NEMA 5-15P - Medical/Dental Grade Strips - Pilot Light/Power Switch 
ULM4-15 4 15A 4.6m 95F1250 185.52 
NEMA 5-15R - NEMA 5-15P - Special Use Outlet Strips - Pilot Light/Power Switch 
ULBH4-6 4 15A 1.8m 12N3185 122.92 
ULBH4-15 4 15A 4.6m 12N3184 147.82 
ULBH6-6 6 15A 1.8m 03P1876 152.41 
ULBH6-15 6 15A 4.6m 66K7015 150.97 
NEMA 5-20R - NEMA 5-20P - 20 Amp Power Strips - Pilot Light/Power Switch 
ULB620-6 6 20A 1.8m 95F1267 200.59 
ULB620-15 6 20A 4.6m 95F1268 208.25 
PIM_3864 
15 AMP - MEDICAL GRADE OUTLET STRIPS HAMMOND 
MANUFACTURING... 


RoHS 
Compliant 
Available 


Designed to meet the special requirements for institutional and chronic care use with “Hospital Grade” white 
receptacles, line cord and integral clear molded plug. Sturdy aluminum extruded case with black powder paint 
coated steel cover. Heavy duty 14 gauge cord - 14/3 SJT. Complete with 15 amp, 125 volt resettable circuit 
breaker. Additional grounding stud is provided on the case for any further external grounding requirements. 


Exceeds NEMA requirements for low leakage ground return and for withstanding impact or continuous physical 
shock without loss of grounding path continuity when plugged into properly grounded source receptacles. CSA 
certified, Standards C22.2 (No. 21-95 and No. 42-99), CSA Cord Sets No. 8 (Hospital Grade Powerbars) TUVus 
certified to UL60601-1 (medical grade) and UL1363 (relocatable power taps). 
No. of Current Cable Price Each 

Mfg. Part No. Outlets Rating Length Stock No. 1-9+ 
NEMA 5-15R - NEMA 5-15P 
@ 1584T4DH6 4 15A 1.8m 36C2908 81.61 
@ 1584T4DH 4 15A 3.7m 26M8332 84.88 
@ 1584T6DH6 6 15A 1.8m 36C2912 101.20 
@ 1584T6DH 6 15A 3.7m 26M8333 104.47 
@ 1584T8DH6 8 15A 1.8m 50H6010 120.79 
PIM_69188 


rae GRADE POWER OUTLET /4 ACHING. 


RoHS _ 
Compliant 
Available 


Mfg. part no. 1584 outlet strips are built to meet the rugged requirements of industrial and commercial use. All- 


metal housing. Heavy-duty 14/3 SJTW wire for extreme temperature ranges. Integral molded plug with straight 
blade (NEMA 15-15P). Available with lighted on/off switch or red pilot light. Include 15A, 125VAC circuit breaker 
to prevent overload. UL listed, CSA certified. 
Cable Price Each 
No. of Current Length 

Mfg. Part No. Outlets Rating Imperial Length Stock No. 1-9+ 
@ 1584T6A1 6 15A 6ft 13.364” 24B7569 54.64 
@ 1584T6B1 6 15A 15 13.364” 24B7570 59.64 
@ 1584T8A1 8 15A 6 16.514" 24B7572 59.64 
@ 1584T8B1 8 15A 15 16.514” 24B7573 64.62 
On/Off Switch 
@ 1584H4A1 4 15A 6 10.18” 96F5506 44,72 
@ 1584H4B1 4 15A 15 10.18” 24B7563 49.71 
@ 1584H5A1 5 15A 6 13.364” 36C2903 54.67 
@ 1584H6A1 6 15A 6 13.364” 96F5490 54.64 
@ 1584H6B1 6 15A 15 13.364” 24B7564 59.64 
@ 1584H8A1 8 15A 6 16.514" 96F5491 59.64 
@ 1584H8B1 8 15A 15 16.514” 24B7565 64.62 
PIM_69187 
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LINE PROTECTION 


POWER OUTLET STRIPS 


INDUSTRIAL-GRADE AND OFFICE-GRADE 
OUTLET STRIPS 


HAMMOND 


20A INDUSTRIAL/COMMERCIAL GRADE POWER Nae URNS 


OUTLET STRIPS 


RoHS _ 
Compliant 
Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


WABER : TRIPPLITE 


Type 1589 outlet strips are built to meet the rugged requirements of industrial and commercial use. All-metal 
housing. 6’ cord with heavy-duty 12/3 SJTW wire for extreme temperature ranges. Integral Twist-lock (NEMA 
L5-20P) molded plug. Available with lighted on/off switch or red pilot light. Include 20A, 125VAC circuit breaker 
to prevent overload. UL listed, CSA certified. UL800CB-15 
Cable Price Each 6SPDX x. 
No. of Current Length © Provide convenient multiple AC outlets for labora- © Locking switch safety cover options 
Mfg. Part No. Outlets Rating Imperial Length Stock No. 1-9+ tories, offices and production environments reduces risk of accidental shutoff 
On-Off Switch © Heavy-duty metal housings stand up to demanding Illuminated On/Off switch for one-touch control 
° environments over connected equipment 
soa laalae 4 20h 7 1A" ebG2888 iS @ Keyhole slots provide secure mounting for a © Resettable circuit breaker 
@ 1589H6F1 6 20A 6 13.36 362935 82.15 variety of applications 
@ 1589H48F1 8 20A 6ft 48.2" 3602934 | 113.14 All models rated to 120VAC, 50/60Hz. NOTE: Power strips do not provide surge or line noise protection. UL 
@ 1589H60F1 10 20A 6ft 60.2" 36C2936 | 118.13 listed. 
@ 1589H70F 1 12 20A 6 70.2” 3602937 | 123.11 No. of Current Cable Price Each 
@ 1589H77F1 12 20A 6 77.2" 36C2938 128.11 Mfg. Part No. Outlets Rating Length Stock No. 1+ 
Pilot Light NEMA 5-15R, NEMA 5-20R - NEMA 5-20P - Industrial Grade with Keyhole Slot - Mounting 
@ 1589T4F 1 4 20A 6ft 10.18" 362939 | 79.01 Flanges - Blue/Gray 
© 1580748F1 8 208 6 482 | 3602940 | 113.14 eS | 4.6m sthgaae esr20 
© 1589T60F1 10 0A Git 60.2" 362041 118.13 NEMA 5-15R - NEMA 5-15P - Industrial Grade with Keyhole Slot - Mounting Flanges - Beige 
@ 1589T70F1 10 20A Gf 70.2" 36¢2942 | 128.11 GSP [6 fetes ta Jom URES 49.44 
© 1589T77F1 2 0A Git WP 3602943 128.11 ae 5-15R - NEMA 5-15P - Industrial Grade with Keyhole Slot - Mounting Flanges - Blue/ 
PIM_69191 3SP 3 15A 1.8m 87F2851 40.75 
UL603CB-6 4 15A 1.8m 61F1662 42.35 
VERTICAL RACK MOUNT OR WORK BENCH OUTLET /4 Pree Ne 602 5 15A 1.8m 60F2420 43.92 
STRIPS ee UL24CB-15 6 15A 4.6m 61F1663 61.17 
UL17CB-15 9 15A 4.6m 61F1661 62.74 
UL800CB-15 10 15A 4.6m 79W364 93.53 
@ & NEMA 5-15R - NEMA 5-15P - Industrial Grade with Keyhole Slot - Mounting Flanges - No 
RoHS Switch or Switch Cover - Blue/Gray 
Gee einoian 602-15 [5 15A 4.6m 60F 2421 54.10 


NEMA 5-15R - NEMA 5-15P - Industrial Grade with Keyhole Slot - Mounting Flanges - Right 
Angle Outlets - Blue/Gray 


UL24RA-15 | 6 15A 4.6m 


50F2814 62.74 


NEMA 5-15R - NEMA 5-15P - Office/Commercial Grade with Keyhole Slot - No Switch Cover 
- Beige 


4SPDX 4 15A 1.8m 46F3878 42.35 
6SPDX 6 15A 1.8m 46F3879 49.41 
6SPDX-15 6 15A 4.6m 90F2097 56.46 


NEMA 5-15R - NEMA 5-15P - Office/Commercial Grade with Keyhole Slot - No Switch Cover 
- Cool Gray 


PS6 6 15A 1.2m 8109214 16.95 


1585 series outlet strips are designed for power distribution in equipment racks or work benches. Rugged 
extruded aluminum case with heavy-duty 14/3 SJTW straight power cord for extreme temperature ranges. 
Integral molded plug available in straight blade (NEMA5-15P). Available with lighted on/off switch. Include 15A 
120VAC circuit breaker to prevent overload, plus hardware and brackets for mounting to rack Amhal struts or for 
wall or bench mounting. UL listed, CSA certified. 
Cable Price Each 
No. of Current Length 
Mfg. Part No. Outlets Rating Imperial Length Stock No. 1-9+ 

On/Off Switch 

@ 15853H6A1 6 15A 6 36.2” 92F010 89.85 

@ 15853H6B1 6 15A 15ft 36.2” 97B0238 94.87 

@ 15852H8A1 8 15A 6 23.7” 36€2923 83.18 

@ 1585H8A1 8 15A 6 48.2" 92F013 94.87 

@ 15852H8B1 8 15A 15ft 23.7" 36C2924 88.18 

@ 1585H8B1 8 15A 15ft 48.2" 29C3332 69.85 

@ 1585H10A1 10 15A 6 48.2" 36€2915 99.79 

@ 1586H10A1 10 15A 6 60.2" 92F016 99.79 

@ 1587H10A1 10 15A 6 70.2" 92F019 104.78 

@ 1585H10B1 10 15A 15 48.2" 36€2916 104.83 

@ 1586H10B1 10 15A 15 60.2” 36€2927 104.78 

@ 1588H12A1 12 15A 6ft 77.2" 92F021 109.80 

@ 1588H12B1 12 15A 15 77.2" 36C2932 114.79 

@ 1585H15A1 15 15A 6ft 48.2” 36C2917 106.47 

@ 1585H15B1 15 15A 15 48.2” 36C2918 111.48 

@ 1587H19A1 19 15A 6ft 70.2" 36C2928 114.81 

@ 1587H19B1 19 15A 15 70.2" 36C2929 119.78 
PIM_69166 


852 


NEMA 5-15R - NEMA 5-15P - Office/Commercial Grade with Keyhole Slot - On/Off Switch - 
Beige 


6NX6 6 15A 1.8m 81C9301 40.75 
PIM_72539 
SAFETY POWER STRIPS 


TRIPP-LITE 


POWER PROTECTION 


@®.. 
RoHS — 
Compliant 
Available 


debris and accidental contact 

@ Rugged metal case stands up to the harshest 
environments 

© Complies with OSHA color guidelines outlined in 
Document 1910.145 

© Lifetime limited manufacturer's warranty 


© Safely distribute AC power to connected equipment 
in harsh environments 

© Convenient transformer outlets accommodate 
multiple transformers without blocking other outlets 

© Grounded cord with integrated cord clip reaches 
distant outlets 

© Four safety covers shield unused outlets from 

A lighted on/off switch with integrated circuit breaker provides power control over connected equipment. 

Mfg, part nos. TLM609GF, TLM812GF and TLM825GF include a GFCI plug to protect users from electrical 

shock in wet or humid environments. Rugged, safe power distribution for industrial, automotive, and factory 

environments. UL listed. 


No. of Current Cable Price Each 
Mfg. Part No. Outlets Rating Length Stock No. 1+ 
NEMA 5-15R - NEMA 5-15P - Protect IT™ Power Strips 
@ TLM626NS 6 15A 1.8m 75M1863 40.43 
> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


SAFETY POWER STRIPS (CONT.) 


LINE PROTECTION 


POWER OUTLET STRIPS 


INDUSTRIAL POWER OUTLET STRIPS (CONT.) 


No. of Current Cable | Price Each_ No. of Current Cable | Price Each 
Mfg. Part No. Outlets Rating Length Stock No. the Mfg. Part No. Outlets Rating Length Stock No. 1-9+ 
NEMA 5-15R - NEMA 5-15P - Protect IT™ Power Strips - Cord Wrap with Hang Holes NEMA 5-15R - NEMA 5-15P - 48” Case Length 
@ TLMGO9NS 6 15A 2.7m 751860 a UL403BC 8 15A 1.8m 05F1222 130.96 
@ TLM815NS 8 15A 4.6m 75M1867 67.65 UL401BD 8 15A 4.6m 95F1219 121.22 
NEMA 5-15R - NEMA 5-15P - Protect IT™ Power Strips with GFCI Plug - Cord Wrap with Hang UL404BC 16 15A 1.8m 95F1233 134.66 
Holes UL402BD 16 15A 4.6m 95F1221 173.13 
@ TLM609GF 8 415A 2attn SMB5Y 90.37 NEMA 5-15R - NEMA 5-15P - 72” Case Length 
@ TLM812GF 8 15 aim SM1865 Ee [dea UL2062BC 10 15A 1.8m 95F1179 129.15 
@ TLM825GF 8 15A 7.6m 75M1868 118.96 UL2064BC 12 145A 4.8m 95F1183 144.60 
PIM_105708 UL2064BD 12 15A 4.6m 95F1184 179.18 
UL2063BC 24 15A 1.8m 95F1181 177.56 
GENERAL-PURPOSE AND HARDWIRED POWER eS UL2065BD 24 15A 4.6m 95F1186 206.69 
STRIPS TRIPP-LITE UL2063BD 24 15A 4.6m 95F1182 205.41 
General-Purpose POWER PROTECTION PIM_3865 
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@Ms 


PS4816 


PS7224-20T 


INDUSTRIAL MULTIPLE OUTLET POWER STRIPS 


Ei legrand’ 


Wiremold 


@s 


Six outlet power strips rated 15A, 120V. Housing features putty-white finish with cross slots for mounting. Lighted 


P$2408 
© Provide Convenient Multiple AC Outlets for Labora- @ Locking Switch Safety Cover Reduces the Risk of onioff switch. 2-year warranty. UL and cUL listed. 
tories, Offices and Production Environments Accidental Shutoff No. of Current Cable Price Each 
e Heavy-Duty Metal Housings Stand Up to the Most = ® Illuminated On/Off Switch for One-Touch Control Mfg. Part No. Outlets Rating Length Stock Nowe Cac 
Demanding Environments Over Connected Equipment 
© Mount on Any Surface Including Walls, Work- © Resettable Circuit Breaker NEMA 5-15R - NEMA 5-15P 
benches and Inside Rack Enclosures R610 6 15A 1.8m 95F2899 54.65 
General-Purpose R612 6 15A 4.6m 95F2900 94.36 
Cable Price Each PIM_3871 
No. of Current Length 
Mfg. Part No. Outlets Rating Imperial Length Stock No. 1-4+ 
Electrical Rating: 1800W, Cord: 14/3 SUT INTERNATIONAL PLUG-IN OUTLET STRIP Ll le rand 
PS2408 8 15A 15 24" 48F4314 77.32 ; g 
PS3612 12 15A 15 36” 48F4315 82.34 . 
PS4816 16 15A 151 4g” 48F4316 97.07 Wiremold 
PS6020 20 15A 15 60" 48F4318 108.45 
PS7224 24 15A 15 72" 48F4319 119.17 
Electrical Rating: 2400W, Cord: 12/3 SJT — 
PS7224-20 24 20A 15 72" 48F4320 128.12 (M),s 
Electrical Rating: 2400W, Cord: 12/3 SJT, NEMA L5-20P Seb rnin 
PS7224-20T 24 20A 15 72" 32€0205 162.28 Available 
PIM_37172 Features five 220V IEC 320 plugs and 10A single-pole circuit breaker. Snap/slide mount. Dimensions: 11L x 
_ 2W x 1.75"D. Gray finish. Power cord not included; order appropriate adapter cord separately. 2-year warranty. 
UL and cUL listed, CSA certified, TUV approved. 
Hardwired No. of Current Price Each 
No. of Current Price Each Mfg. Part No. Outlets Rating Stock No. 1-14+ 
Mfg. Part No. Outlets Rating Stock No. 1-4+ IEC 60320 C13 - IEC 60320 C14 Inlet 
NEMA 5-15R, NEMA 5-20R - Hardwired - Electrical Rating: 2400W, Case Length: 36" @IEC5 5 10A 95F1245 103.06 
PS3612-20HW 12 20A 34C8225 85.69 PIM_ 34493 
NEMA 5-15R - Hardwired - Electrical Rating: 2400W, Case Length: 72” 
PS7224-20HW 24 20A 72C8840 
aie 128.12 INTERNATIONAL INDUSTRIAL/ Bo PAMMIOND 
- COMMERCIAL GRADE POWER OUTLET Available : 
STRIPS 


INDUSTRIAL POWER OUTLET STRIPS 


El legrand’ 


Wiremold 


@s 


Heavy-duty units are rated 15A @ 120V with 15-amp circuit breaker. Gray housings constructed of noncorrosive 


aluminum, feature impact-resistant end caps, snap-on mounting clips, pilot light/power switch, and 14/3 SJT 
power cord. Strips are 2” wide, 1.75” high and available in 2’, 4’ and 6’ lengths, with up to 24 outlets. 2-year 
warranty. UL listed, CSA certified. 

No. of Current Cable Price Each 

Mfg. Part No. Outlets Rating Length Stock No. 1-9+ 
NEMA 5-15R - NEMA 5-15P - 24” Case Length 

UL300BC 8 15A 1.8m 95F1216 123.67 
UL300BD 8 15A 4.6m 95F1217 127.87 

> CONTINUED > 


1.800.463.9275 © newark.com 


O€ 


1581 series power outlet strips, designed for use with IEC power cords, are built to meet the rugged 
requirements of industrial and commercial use. All-metal housing. 1 IEC 320 inlet and 4, 5, 6, or 8 IEC 320 
outlets. Available with lighted on/off switch or green pilot light. Include 10A, 220VAC circuit breaker to prevent 
overload. UL listed, CSA certified, TUV certified. 


No. of Current Price Each 
Mfg. Part No. Outlets Rating Length Stock No. 1-9+ 
On/Off Switch 
@ 1581H4 4 10A 10.214" 83K4288 61.41 
@ 1581H5 5 10A 11.814" 83K4289 70.95 
@ 1581H6 6 10A 13.364" 36C2896 72.76 
@ 1581H8 8 10A 16.514” 36C2897 79.91 
> CONTINUED > 


elementiu 853 


LINE PROTECTION 


POWER OUTLET STRIPS 


INTERNATIONAL INDUSTRIAL/COMMERCIAL GRADE POWER OUTLET 
STRIPS (CONT.) 


No. of Current Price Each 

Mfg. Part No. Outlets Rating Length Stock No. 1-9+ 
Pilot Light 
@ 1581T4 4 10A 10.214” 36C2898 61.11 
@ 1581T5 5 10A 11.814” 30€8771 65.06 
@ 158176 6 10A 13.364” 36C2899 68.96 
@ 158178 8 10A 16.514” 36€2900 72.93 
PIM_69189 


INTERNATIONAL 19” RACK MOUNT POWER OUTLET M4 HAMMOND 
STRIPS MANUFACTURING... 


RoHS _ 
Compliant 
Available 


Designed for use with IEC power cords. One IEC 320 - C14 inlet and 8 IEC 320 - C13 outlets. Available with 


a rocker type On/Off switch with green light or a green pilot light to indicate power on. CSA certified, UL listed, 
TUV certified. 
No. of Current Price Each 
Mfg. Part No. Outlets Rating Length Stock No. 1-9+ 
On/Off Switch, Front Receptacle Location 
@ 1582H8E1BK 8 10A 19” 2903904 97.09 
On/Off Switch, Rear Receptacle Location 
@ 1583H8E1BK 8 10A 19” 2705547 97.09 
Pilot Light, Front Receptacle Location 
@ 1582T8E1BK 8 10A 19” 36C2901 97.09 
Pilot Light, Rear Receptacle Location 
@ 1583T8E1BK 8 10A 19” 36C2902 97.09 
PIM_69190 
15A RACK MOUNT OUTLET STRIPS HAMMOND 
MANUFACTURING... 


RoHS _ 
Compliant 
Available 


Front Mounted Receptacle 


Rear Mounted Receptacle 


accidental overload 
© 6 outlet models include 2 outlets with extra spacing 
for clearance of most plug in transformers 


© Designed for power distribution from the front 
of the unit 
@ Available with lighted on/off switch or red pilot light 
to indicate power on @ Panel dimensions are 1.75” high (1U) and 19” 
@ Heavy 14 gauge wire cord - 14/3 SJTW for ex- rack width 
treme temperature ranges and integral molded plug ® CSAcertified, Standards C22.2 (No. 21-95 and 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


RACK MOUNT INDUSTRIAL OUTLET STRIPS @ 
multicomp 
ISO 9002 
Certified 
SPC11110 = 
SPC11108 


@ Rated at 15A, 120VAC, 60Hz, 1875W © Steel Housing with Matte Black Textured Finish 


© Power Cord is 14/3 SJT with Molded Plug © On/Off Switch with Pilot Light 
© Resettable Overload Circuit Breakers © Mounting Centers: 1.25 
Outlet racks are perfect for desks, cabinets and other enclosures. UL listed. 
Cable Price Each 
No. of Current Length 
Mfg. Part No. Outlets Rating Imperial Length Stock No. 1-3+ 
Front Outlets 
SPC11108 6 15A 6ft 19” 32€2085 154.85 
SPC11109 6 15A 15ft 19” 3202086 96.67 
Rear Outlets 
SPC11110 6 15A 6ft 19” 3202087 155.46 
SPC11111 6 15A 15ft 19” 3202088 80.55 
PIM_69220 


19” RACK MOUNT POWER STRIPS 


(- 


= - Bud Industries, Inc. 
oe = a 
, cis 


POS-195-S 


POS-201 


Easily installed to mounting surface of any 19” panel mount cabinet or rack to provide instant power distribution 
from either the front or the rear of the unit. 15’-14/3 SJT power cord. Combination on/off switch and pilot light on 
front panel. Steel housing with black finish; 1.75H x 19.00W x 2.37’D. UL listed. 


Cable Price Each 
No. of Current Length 
Mfg. Part No. Outlets Rating Imperial Length Stock No. 1-4+ 

Front Outlets, 20A, NEMA 5-20P 

@ POS-201 8 20A 12ft 19° 99B1511 = 
Surge Supressed, Front Outlets, 15A 

@ POS-195-S 8 15A 15ft 19° 99B1510 74.92 
Surge Supressed, Rear Outlets, 15A 

@ POS-194-S 8 15A 15ft 19” 99B1509 74.92 
PIM_7168 


ULTRA-SLIM RACK MOUNT POWER 
STRIPS 


Ss TRIPPLITE 


POWER PROTECTION 


@ NEMA5-15P straight blade plug type No. 42-99) 
@ Includes 15A, 125VAC circuit breaker to prevent @ UL recognized, Standard UL1363 - file # E166039 @) 
c us 
Cable Price Each 
No. of Current Length 
Mfg. Part No. Outlets Rating Imperial Length Stock No. 1-9+ 
Front Mounted Receptacle, On/Off Switch 
@ 1582H6A1BK 6 145A 6 19” 92F002 ; ®@ Slim (1U) Cabinet Design Fits Any Standard Applications 
6 15A 15 19° 92F003 G6) 19” Rack @ Features Master Switch Guard (to Eliminate Risk 
@ 1582H6B1BK 80.02 © Versatile, Removable Mounting Brackets Adapt of Accidental Shutoff) and Snap-in Receptacle 
@ 1582H8A1BK 8 15A 6 19” 50H5897 81.63 to Rack Mount, Wall Mount or Under-Counter Covers to Control Usage 
@ 1582H8B1BK 8 15A 151 19” 8903322 86.32 Rugged, all-metal construction. UL listed. 
Front Mounted Receptacle, Pilot Light Cable Price Each 
@ 1582T6A1BK 6 145A 6 19” 50H5904 : No. of Current Length 
I HOO Mfg. Part No. Outlets Rating Imperial Length Stock No. 1-4+ 
@ 1582T6B1BK 6 15A 151 19 50H5906 80.02 
Rear Mounted Receptacle, On/Off Switch Sx hront/s x Rea Ouliess 
© 1583H6A1BK P 6 15A ry ro 92F004 WE RS-1215 12 15A 15ft 4.5" 48F4313 98.00 
= -1215-; 12 20A 15ft 17.5” 3101583 
Scibestes tek 2 ued = us oll B02 ured - Rear Outlets, Hospital Grade — 
@ 1583H8A1BK 8 15A 6 19" 33C3369 81.63 : P i 
; RS1215-HG 12 15A 15ft 4 | 3101582 189.92 
@ 1583H8B1BK 8 15A 151 19 73C0783 86.32 . 
Rear Mounted Receptacle, Pilot Light 6 x Front / 6 x Rear Outlets, Right Angle Receptacles 
; @ RS-1215-RA 12 15A 15ft 17.5” 3101581 
@ 1583T6A1BK 6 15A 6 19” 50H5947 76.46 a 
@ 1583T6B1BK 6 15A 151 19” 50H5950 80.02 
PIM_202498 > CONTINUED > 
854 Go online or call for non-compliant or ROHS Compliant products. See page 2 


ULTRA-SLIM RACK MOUNT POWER STRIPS (CONT.) 


LINE PROTECTION 


POWER OUTLET STRIPS 


19” RACK MOUNT POWER STRIPS (CONT.) 


Receptacle: 2 x C19 / 4 x C13 Front / 12 x C13 Rear, Plug: NEMA L6-30P, 3 x 10A Circuit 


Building/Site Wiring Fault Indicator 


Cable Price Each Fit all standard 19” cabinets, carts, and racks. 120V, 60Hz with resettable circuit breaker. Dimensions: 19W x 
No. of Current Length |_—] 1.75H x 2.75" D (1.25” mounting centers). 1.5” receptacle center to center. 90° units (suffix 90 in mfg. part no.) 
Mfg. Part No. Outlets Rating Imperial Length Stock No. 424+ have outlets rotated for applications using plug-in power supplies (adjacent outlets are not covered up). Matte 
black steel housing with black 14/3 SJT cord. cULus recognized. 
Front Outlets aT er 
; able rice Eac! 
RS-0615-F 6 15A 15ft 17.5 8109217 94.63 No.of Current Length L$ . 
Rear Outlets Mfg. Part No. Outlets Rating Imperial Stock No. 1-5+ 
RS-0615-R 6 15A 15ft 17.5" 8109218 94.63 2x Front / 4 x Rear, On/Off Switch 
PIM_72668 24B0B 6 15A 6 95F2877 124.99 
24B2B 6 15A 15ft 95F2876 132.09 
POWER DISTRIBUTION UNITS FOR RACK ROHS ela 90° Front Outlets, On/Off Switch 
Compliant 
ENCLOSURES nae DP ARIPP-LITE }60B0B-90 6 15A 6 66F9403 125.83 
eg 60B2B-90 6 15A 15ft 66F9404 138.54 
Front Outlets 
Was 60BOB20X 6 20A 6 83F8130 125.83 
]60B2B20X 6 20A 15ft 83F8131 198.17 
e ia along outside edge of rack while occupying cna ee : te Front Outlets, On/Off Switch 
zero U space © Built-in circuit breaker protection 
@ All outlets exposed on one side of unit @ Up to 15 foot cord to reach the most distant outlets 60B0B 8 16A 8 eoh2si2 122.54 
© No power switch — switchless design prevents |60B2B 6 15A 15ft 95F2873 128.97 
Rugged, all-metal case construction. UL listed. |60BOB20 6 20A 6 83F8128 128.87 
Cable Price Each 60B2B20 6 20A 15ft 83F8129 160.42 
No. of Current Length Rear Outlets 
Mfg. Part No. Outlets Rating Imperial | Length Stock No. 1+ 06BOBX 6 TA 6 66F9401 212.66 
Metered PDU, Auto Transfer, Receprocte NEMS 5-1 see. ee _ ee wens L5-20P 06B2BX 8 15A Toit 66F9402 10867 
‘ sain fo Transfer, Receptacle: NEMA 5-15R, Plug: NEMA -15P = Rear Outlets, 208 
eeete 2 UO TANS, a sid a z oR ugs Te a rT (06B2B20X 6 20A 15 83F8127 163.11 
. aa aT EOS A ECSie Fin NEW aie) Rear Outlets, On/Off Switch 
letered PDU, High Voltage, Receptacle: IEC-C13 / IEC-C19, Plug: h EMA L6-30P (06B0B 6 T5A 6 O5F1241 128.01 
@ PDUMV30HV 30 30A 12 63.68 51P6662 384.85 06B2B 8 15A TBift 04F7599 145.30 
Metered PDU, Receptacle: NEMA 5-15/20R, Plug: NEMA 5-20P / NEMA L5-20P 0682820 6 0A Bit 83F8125 167.05 
@ PDUMV20 20 20A 15 60” 46M3746 230.25 
© PDUMVAO 32 20A 10 71.25" | 4ema7a7 | 424.74 Pees 
Metered PDU, Receptacle: NEMA 5-15/20R, Plug: NEMA L5-30P 
® PDUMV30 om 30A 10 63.68" | 95M8931 | 429.26 SURGEARREST SERIES NETWORK SURGE PROTECTION APC 
, 7 @ < 40V Let-Through Rating —_—. 
Metered PDU, Receptacle: NEMA 5-15R, Plug: NEMA 5-15P © Built-In Single Line (2-Wire) Protection by Schneider Electric 
@ PDUMH15 13 15A 151 17.5" 15R7779 148.74 © Right Angle Plug Gesinpian 
@ PDUMV15 16 15A 151 48” 46M3745 168.81 © Protection Working Indicator Available 
e 
e 


Breakers 


O€ 


$100,000 Lifetime Equipment Protection Policy 
and Lifetime Product Warranty 


@ PDU1230 20 30A 15 17.5" 24K7332 299.64 The network SurgeArrest series provides 
Receptacle: IEC-C13 / IEC-C19, Plug: C20 Inlet maximum protection for network and business 
7 computer equipment including workstations and 
POUTZIEC is is — 18 S12208 251.72 network modems. UL listed, CSA certified. 
Receptacle: NEMA 5-15/20R, Plug: NEMA L5-20P NETWORK RACK MOUNT SURGE SUPPRESSOR. Mfg. part no. NET9RMBLK rack mount SurgeArrest 
PDU1220T 13 20A 15) 17.5" 97H5752 188.49 9-outlet surge suppressor features building wiring fault indicator, protection working indicator, catastrophic event 
7 protection, lightning and surge protection, noise filtering NEMA 5-15R outlets, NEMA 5-15P input connection, 
@rOUT420T ie 20A i ceath SEE CSO and cord management to help organize power cords. Nominal input: 120V, 15A max. Surge energy rated: 1700 
Receptacle: NEMA 5-15R, Plug: NEMA 5-15P joules. EMI/RFI noise rejection: 90 dB. Comes complete with cord management rails, plug pull protectors, rack 
PDU1215 13 15A 15) 17.5" 8109209 138.79 mounting brackets, and user manual. Color: black. Dimensions: 44mmH x 483mmW x 146mmD. Cord length: 
@ PDU1415 14 15A 15 22.75" 24K7333 213.82 4.57 meters (15’) UL listed, CSA certified. 
Receptacle: NEMA 5-15R, Plug: NEMA L5-30P, 2 x 15A Circuit Breakers No. of Current Cable Energy | Price Each 
PDU2430 24 30A 15 75" 8109211 310.89 Mfg. Part No. Outlets Rating Length Rating Stock No. 1-4+ 
Receptacle: NEMA 5-20R, Plug: NEMA 5-20P NEMA 5-15R - NEMA 5-15P 
PDU1220 13 20A 15 7S 8109210 188.78 @ NET7 7 15A 1.8m 1680J 49H9741 32.67 
Switched PDU, Auto Transfer Switch, Digital Ammeter, High Voltage, Receptacle: IEC-C13 / @ NETS 8 15A 1.8m 11205 goHo7as aad 
IEC-C19, Plug: C20 Inlet NEMA 5-15R - Network Rack Mount Surge Suppressor 
@ PDUMH20HVATNET 10 20A 12 14.8” 4075142 | 1020.17 @ NET9RMBLK 9 15A 4.57m 2770J 53M3783 161.57 
Switched PDU, Auto Transfer Switch, Digital Ammeter, Receptacle: NEMA 5-15/20R, Plug: PIM_76231 


NEMA 5-20P / NEMA L5-20P 
@ PDUMH20ATNET 16 20A 12 17.5” 46M3744 871.77 


Switched PDU, Auto Transfer Switch, Digital Ammeter, Receptacle: NEMA 5-15R, Plug: NEMA 
5-15P 


@ PDUMH15ATNET 8 15A 12 17.5" 46M3742 769.12 

Switched PDU, Receptacle: NEMA 5-15/20R, Plug: NEMA 5-20P / NEMA L5-20P 

@ PDUMV20NET 24 20A 10 69.94” 51P6661 — 

Switched PDU, Receptacle: NEMA 5-15/20R, Plug: NEMA L5-30P 

@ PDUMV30NET 24 30A 10 69.94" 51P6664 ae 
PIM_72669 


19” RACK MOUNT POWER STRIPS 


Ei legrand’ 


Wiremold 


oO US 
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ESSENTIAL SURGEARREST SURGE PROTECTORS 


Arc 


by Schneider Ele 


RoHS — 
Compliant 
Available 


PAT 
Features: @ Protection working indicator 
@ Building wiring fault indicator © Status indicator LED's (except P1T) 
® Catastrophic event protection (except P1T) ® Transformer block spacing (except P1T) 
© Fail safe mode (except P1T) © Data-line protection and phone line splitter (P1T 
@ Lightning and surge protection only) 


Noise filtering (except P1T) @ UL 1449 compliance 

Essential SurgeArrest surge protectors offer affordable surge protection ideal for office and home equipment. 
Nominal input voltage: 120V. Line current per phase: 15A max. Input NEMA 5-15P connection. and output NEMA 
5-15R receptacle. UL listed, CSA certified. All have a $25,000 lifetime equipment protection policy. 


> CONTINUED > 
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LINE PROTECTION 


POWER OUTLET STRIPS - WITH SURGE PROTECTION 


ESSENTIAL SURGEARREST SURGE PROTECTORS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


PERMA POWER COMPUTER-GRADE SURGE PROTECTORS (CONT.) 


No. of Current Cable Energy Price Each 
Mfg. Part No. Outlets Rating Length Rating Stock No. 1-4+ 

NEMA 5-15R - NEMA 5-15P 

@ P6B 6 15A 1.8m 840J 18J0554 — 
PIM_84490 
SURGE PROTECTORS APC 

by Schneider Electric 
q@®. 


& > RoHS 
8S ves Compliant 
sts Available 


Basic surge protection at an affordable price. Features include: building wire fault indicator, catastrophic event 
protection, lightning and surge protection, and transformer block spacing. UL listed and CSA certified. $10,000 
lifetime waranty. 


No. of Current Cable Energy Price Each 
Mfg. Part No. Outlets Rating Length Rating Stock No. 1-4+ 

NEMA 5-15R - NEMA 5-15P 

@ P6B 6 15A 1.8m 840J 18J0554 _ 
NEMA 5-15R - NEMA 5-15P - RJ-11 Modem/Fax/DSL Protection (Two Wire, Single Line) 

@P7T10 7 15A 3m 840J 49H9830 28.19 
PIM_76228 

INDUSTRIAL-GRADE SURGE SUPPRESSORS HAMMOND 

= MANUFACTURING... 


oO 


ZT series surge suppressors are designed for maximum surge protection. Use self-healing gas discharge 
protection for a 2,000-joule rating. 5 stages of protection in all 3 AC modes, complete with 3 diagnostic monitoring 


LEDs. Crowbar primary protection to 30,000A for sustained faults. Response time: <1ns. Telco-protected units 
feature delta protection with 3 long-life semiconductor suppressors. Also include voltage suppression at the 
outlet to guard against transients from equipment plugged into the unit. Rugged extruded aluminum case with 
a6’ long, heavy-duty 14/3 SJTW power cord for extreme temperature ranges. Integral molded plug with on/off 
switch. Include 15A, 125VAC circuit breaker to prevent overload. UL listed, CSA certified. 

No. of Current Cable Energy Price Each 
Mfg. Part No. Outlets Rating Length Rating Stock No. 1-9+ 

NEMA 5-15R - NEMA 5-15P 

@ 271001-4 4 15A 1.8m 2000J 36C2878 120.40 
@ 271001-6 6 15A 1.8m 2000J 01M9510 = 

@ 271001-8 8 15A 1.8m 2000J 36C2880 125.88 

NEMA 5-15R - NEMA 5-15P - Telephone Protection 

@ 272001-4 4 15A 1.8m 2000J 36C2881 128.61 
@ 272001 6 15A 1.8m 2000J 24B5825 = 

@ 272001-8 8 15A 1.8m 2000J 36C2882 css 
PIM_69167 


PERMA POWER COMPUTER-GRADE SURGE 
PROTECTORS . 


Ei legrand’ 
~ Wiremold 


Wa 


Perma Power® computer-grade surge protectors feature high-energy metal oxide varistors (MOVs) to protect 
against surges and spikes. Units provide surge, noise and thermal protection on all 3 modes, L-N, L-G, N-G. 
Putty white aluminum housing with putty white 14/3 SJT cord. Manufacturer's five-year product warranty and 


$10,000 connected equipment warranty. UL listed. 
No. of Current Cable Price Each 
Mfg. Part No. Outlets Rating Length Stock No. 1+ 
NEMA 5-15R - NEMA 5-15P - 11.75" Case length 
PR610 6 15A 1.8m 92F8690 83.01 
NEMA 5-15R - NEMA 5-15P - 13.25" Case Length 
M6BZ 6 15A 1.8m 95F1261 104.07 
M6BZ-15 6 15A 4.6m 95F1262 105.18 
NEMA 5-15R - NEMA 5-15P - 13.25" Case Length - Remote Switch 
M6BZR 6 15A 1.8m 95F1257 149.66 
> CONTINUED > 
856 


M6BZR-15 6 15A 4.6m 95F1258 
PIM_3810 


174.53 


PROTECT IT!® TLP608/TLP608TEL SURGE 
SUPPRESSORS 


TRIPP-LITE 


POWER PROTECTION 


RoHS _ 
Compliant 
Available 


TLP608 TLP608TEL 
© 6 outlets / 8-ft. cord © $20,000 Ultimate Lifetime Insurance (USA, Puerto 
@ 990 joule rating Rico & Canada only) 


@ Modem/fax surge protection (TLP608TEL) 


Tripp Lite’s TLP608/TLP608TEL Surge Suppressors offers economical AC surge suppression for full 
protection of workstations, desktop PCs, telecom systems and other sensitive electronics. Built-in AC surge 
suppression shields connected equipment from damage and performance problems due to transient surges. 
TLP608/TLP608TEL offers 6 total outlets, 8 foot cord and diagnostic LED to warn of suppressor damage. 
AC suppression rated at 990 joules shields equipment from surges and line noise. TLP608TEL has a set of 


RJ11 telephone line suppression jacks protect dialup and DSL modem lines, fax machines, cordless phones 
and more. Attractive gray suppressor housing with keyhole mounting tabs and 1 designated transformer plug 
outlet offers convenient protection of desktop computer equipment and accessories. $20,000 Ultimate Lifetime 
Insurance (USA & Canada only). 
No. of Current Cable Energy Price Each 
Mfg. Part No. Outlets Rating Length Rating Stock No. 1-2+ 

NEMA 5-15R - NEMA 5-15P 

@ TLP608TEL | 6 15A 2.5m 990J 9179805 32.07 

NEMA 5-15R - NEMA 5-15P, Right Angle 

@ TLP608 | 6 15A 2.5m 990J 05X0077 26.39 
PIM_212197 


PROTECT IT!® TLP606USB/TLP606DMUSB SURGE 


—_———__ ee ___ 
SUPPRESSORS TRIPP-LITE 
POWER PROTECTION 
: Geptinoiat 
es Available 


TLP606USB 


TLP606DMUSB 


© 6 outlet / 6-ft. cord (TLP606DMUSB) 

@ 990 joule rating (2100 joule rating for TLP606D- © $20,000 ($40,000 for TLP606DMUSB) Ultimate 
MUSB) Lifetime Insurance (USA, Puerto Rico & Canada 

@ 2.1 amp dual port USB charger only) 


@ Clamps to attach to desk, workbench or table 


Tripp Lite’s TLP606USB/TLP606DMUSB offers economical AC surge suppression for protection of workstations, 
desktop PCs, telecom systems and other sensitive electronics. Built-in AC surge suppression shields connected 
equipment from damage and performance problems due to transient surges. USB charging ports offer fast 
charging for smartphones, tablets, MP3 players and other portable devices. TLP606USB/TLP606DMUSB 
offers 6 total outlets, 6 foot cord, 2 USB charging ports and diagnostic LED to warn of suppressor damage. 
TLP606USB has attractive cool grey suppressor housing with keyhole mounting tabs offer convenient protection 
of desktop computer equipment and accessories. TLP606DMUSB has matte black housing with clamps that 


attach to the side of the desk, workbench or table (2 knobs easily clamp to desk for better accessibility). 
No. of Current Cable Energy Price Each 
Mfg. Part No. Outlets Rating Length Rating Stock No. 1-2+ 
NEMA 5-15R - NEMA 5-15P 
@ TLP606DMUSB 6 15A 1.8m 2100) 06X2936 45.34 
@ TLP606USB 6 15A 1.8m 990J 06X2937 32.44 
NEMA 5-15R - NEMA 5-15P, Right Angle 
@ TLP608 6 15A 2.5m 990J 05X0077 26.39 
PIM_212198 


Cut costs, not corners with 


Board & Box Components 
newark.com/multicomp 


multicomp 


PIM_5624836 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


LINE PROTECTION 


POWER OUTLET STRIPS - WITH SURGE PROTECTION 


ISOBAR® AND ISOTEL® SURGE/NOISE === POWER OUTLET STRIPS AND SURGE a 
SUPPRESSORS WITH TRIPP-LITE suppressors WITH MEDICAL-GRADE hae PT RIPP-LITE 
DIAGNOSTIC LEDs ——fousspnorecrion "PLUG AND RECEPTACLES olen PnoreCriON 


@ Premium Surge, Spike and Line Noise Pro- 
tection for All Computers and Electronics 

@ Isolated Filter Banks Eliminate Interference 
Between Connected Equipment 

@ ULTRA Models Offer Diagnostic LEDs that 
Signal AC Power Problems 

@ |SOTEL Models Provide Premium Modem/ 
Fax Surge Protection 

Rugged all-metal housings stand up to the - 

toughest working environments—won't burn, 

melt or crack. UL listed. 


RoHS 
Compliant 
Available 


No. of Current Cable Energy Price Each 
Mfg. Part No. Outlets Rating Length Rating Stock No. 1+ . 
NEMA 5-15R-HG - NEMA 5-15P-HG - Isobar® Ultra with Diagnostic LEDs - 3 Isolated Filter 
Banks - Hospital Grade 
@ ISOBAR6ULTRAHG 6 15A 4.6m 3330J 01F2171 155.15 PS-410-HGOEMCC ; 
NEMA 5-15R - NEMA 5-15P - lsobar® Ultra with Diagnostic LEDs - 2 Isolated Filter Banks | 
@ ISOBAR4ULTRA 4 15A 1.8m 3330J 93F7761 88.94 | 
NEMA 5-15R - NEMA 5-15P - lsobar® Ultra with Diagnostic LEDs - 3 Isolated Filter Banks PS410HGOEMX PSCLAMP(shown with HG Power strip - 
@ ISOBAR6ULTRA 6 15A 1.8m 3330J 93F7762 100.68 ; aA ; ; sold seperately) 
NEMA 5-15R - NEMA 5-15P - Isobar® Ultra with Diagnostic LEDs - 4 Isolated Filter Banks ©: Oullet Sinps for use Mside‘and ouside,palient: = "All metal housings ne flanges! 
care areas (UL60601-1 and UL1363a) key holes for mountin us 
@ ISOBAR8ULTRA 8 15A 3.7m 3840J 15R7704 111.71 Sas Outlet str d f licati Hospital-grade ol d 
pecial purpose Outlet strips and surge suppressors for applications requiring Hospital-grade plug an 
@ ISOBAR825ULTRA 8 15A 7.6m 3840J 52M2279 135.07 receptacles (UL1363 and UL1449). 
NEMA 5-15R - NEMA 5-15P - lsotel® - 1 Isolated Filter Bank Nacat 7m t Cal Price Each 
jo. 0 urren able 
@ ISOBAR2-6 z 15A : ai 14104 AGIOS 59.03 Mfg. Part No. Outlets Rating Length Stock No. 1+ 
NEMA 5-15R - NEMA 5~15P - Isotel® - 230V Applications (4 x NEMA 5-15R) NEMA 5-15R-HG - NEMA 5-15P-HG - UL1363 - (Not For Use In Patient Care Areas) 
@ ISOBAR4/220 a 15A__| _1.6m_| 380) _ | RBSGUE SIS © PS-602-HG 6 15A 457mm 1007352 | 72.37 
NEMA 5-15R - NEMA 5-15P - Isotel® - 2 Isolated Filter Banks © PS-606-HG 6 15A 1.8m 10J7353 107.57 
@ IBAR4 4 15A 1.8m 3330J 44F706 ical @ PS-615-HG 6 15A 4.6m 31C1579 122.51 
NEMA 5-15R - NEMA 5-15P - Isotel® - 3 Isolated Filter Banks NEMA 5-15R-HG - NEMA 5-15P-HG - UL 1363A - Medical Mobile Carts/Devices and In Patient 
@ ISOBAR6 6 15A 1.8m 3330J 89F5056 92.60 Care Areas 
NEMA 5-15R - NEMA 5-15P - Isotel® - 4 Isolated Filter Banks - Remote On/Off Switch @ PS-410-HGOEMCC. 4 15A 3m 7771004 150.44 
@ IB8RM 8 15A 3.7m 3840J 87F769 116.37 @ PS410HGOEMX 4 15A 3m 72W1448 165.60 
NEMA 5-15R - NEMA 5-15P - lsotel® with Modem/Fax Protection and Diagnostic LEDs @ PS-415-HG-OEM 4 15A 4.6m 01P2878 105.25 
@ ISOTEL4ULTRA 4 15A 1.8m 3330J 92F3244 100.09 @ PS-615-HG-OEM 6 15A 4.6m 26P0945 122.51 
@ ISOTEL6ULTRA 6 15A 1.8m 3330J 93F7767 108.09 NEMA 5-15R-HG - NEMA 5-15P-HG - UL60601-1 / UL60950-1 - Patient Care Areas 
@ ISOTEL8ULTRA 8 15A 3.7m 3840J 13B3722 118.77 @ PS-415-HGULTRA 4 15A 4.6m 19M1265 153.58 
PIM_3918 Price Each 
Mfg. Part No. Description Stock No. 1+ 
SAFETY SURGE SUPPRESSORS @ PSCLAMP Mounting Clamp, Medical Grade Power Strips 07W8429 125.03 
@ Protect connected equipment against TRIP iP: LI TE PIM_72667 
damaging surges, spikes and line noise patel ECL 
@ Grounded cord with integrated cord clip on PROTECT IT! ECONOMY SURGE 
selected models reaches distant outlets | = ee 
' Compliant 
© Convenient transformer outlets accommo- SUPPRESSORS Geen 
date multiple transformers without blocking TRIPP-LITE 
other outlets 
© Four safety covers shield unused outlets é 
from debris and accidental contact Ba, 2 
@ Rugged metal case stands up to the es y jp) < 4 5 
harshest environments = ‘a, ‘~ es 
© Complies with OSHA color guidelines a 4 "47 aN eA 
outlined in Document 1910.145 fi . 


@ Outlets - including transformer outlets and 


4 safety covers . fa . Ces 
A lighted on/off switch with integrated < < TAPGOSTEL 
circuit breaker provides power control over of 
connected equipment. Breaker protects EG 
against dangerous system overload. Protected LED confirms that connected equipment is being protected. SUPER7 ANGE 
Rugged, safe surge suppression for industrial, automotive and factory environments. UL listed. @) 
c us 
No. of Current Cable Energy Price Each 
Mfg. Part No. Outlets Rating Length Rating Stock No. 1-4+ 
NEMA 5-15R - NEMA 5-15P 
@ TLM626SA 6 15A 1.8m 900J 75M1864 9.52 
NEMA 5-15R - NEMA 5-15P - Cord Wrap with Hang Holes 
@ TLM609SA 6 15A 2.7m 1500J 75M1861 71.18 
@ TLM615SA 6 15A 4.6m 2700J 75M1862 72.98 
@ TLM812SA 8 15A 3.7m 1500J 75M1866 | 81.59 sa ped a re ” 
eliable surge, spike and line noise protection for surge protection 
@ TLM825SA 8 15A 7.6m 3900J TSM1869 100.50 all computers and home/office electronics @ Diagnostic LEDs on most models alert you to 
PIM_105705 © Versatile outlet design on select models accommo- potential power problems 
dates bulky transformers @ ULlisted 
® Select models offer modem/fax and/or coaxial 
No. of Current Cable Energy Price Each 
Mfg. Part No. Outlets Rating Length Rating Stock No. 1-2+ 
NEMA 5-15R - NEMA 5-15P - Surge Suppressor 
@ TLP404 4 15A 1.2m 450J 09J4277 17.21 
@ TLP602 6 15A 610mm 180J 36C2868 14.00 


> CONTINUED > 
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LINE PROTECTION 


POWER OUTLET STRIPS - WITH SURGE PROTECTION 


PROTECT IT! ECONOMY SURGE SUPPRESSORS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


DIRECT PLUG-IN SURGE SUPPRESSORS 


TRIPP-LITE 


Price Each 
Mfg. Part No. Ouies fang er Pot Stock No. 1-24 owen PRO reson 

NEMA 5-15R - NEMA 5-15P - Surge Suppressor << 

@ TLP604 6 15A 1.2m 790J 8109234 19.04 Bio aed 

@ TLP606 6 15A 1.8m 790J 094278 20.93 ys - 

@ STRIKER il 15A 1.8m 1080J 13B3761 = a * 

@ TLP712 7 15A 3.7m 1080J 8109235 39.58 9 \' \\ 

@ TLP808 8 15A 2.5m 1440) 36c2870 | 41.25 i ‘ ee 

NEMA 5-15R - NEMA 5-15P - Surge Suppressor - Integrated Safety Covers ~~ 

@ TLP64 6 15A 1.2m 540. 4075386 — - 

NEMA 5-15R - NEMA 5-15P - Surge Suppressor - Right Angle Outlets i 

@ TLP74R 7 15A 1.2m 540 4075389 22.89 ULTRABLOK SK6-0 (SPIKEBLOK) TRAVELER100BT 
NEMA 5-15R - NEMA 5-15P - Surge Suppressor - Right Angle Outlets, Black Include exclusive isolated filter banks and modem/fax/surge protection. UL listed. 

@ TLP74RB 7 15A 1.2m 540. 4075390 25.03 Peak Price Each 

7 No. of Voltage Output | Surge 

NEMA 5-15R - NEMA 5-15P - Surge Suppressor - Side Outlets Mfg. Part No. Outlets | Rating | Current | Current | Stock No. 1-4+ 
@ SUPER7 i 415A 2m 2160J 2704796 32.49 Data Line - NEMA 5-15R - Premium - Modem/Fax Protection 

NEMA 5-15R - NEMA 5-15P - Surge Suppressor with RJ11 (Fax / Modem) Protection @ ISOBARULTRA FAX 2 120VAC 15A A8kA 93F7765 47.49 
@ TLPGO4TEL 6 15A 1.2m 790 15R7798 24.43 Outlet Strip - NEMA 5-15R - Economy - Wall Mount 

ae ear NEMA 5-15P - Surge Suppressor with RJ11 (Fax / Modem) Protection - 4 In/ 1 @ SK6-0(SPIKEBLOK) 6 120VAC 15A 2TKA 87F772 19.09 
STO 7 715A ai 7080] 0904279 POSS Outlet Strip - NEMA 5-15R - Economy - Wall Mount - Laptop Computer 

NEMA 5-15R - NEMA 5-15P - Surge Suppressor with RJ11 (Fax / Modem) Protection - RJ45 Sones oe cL LA 
Protection Outlet Strip - NEMA 5-15R - Laptop/Notebook - RJ-11 Interface 

@ TLP6GNET 6 15A 1.8m 1080J 4075387 = @ TRAVELCUBE L 420VAC |__15A WEE) |e 
NEMA 5-15R - NEMA 5-15P - Surge Suppressor with RJ11 (Fax / Modem) Protection - Side Outlet Strip - NEMA 5-15R - Premium 

Outlets @ ISOBLOK2-0 2 120VAC. 15A 48kA 46F2621 45.42 
@ SUPER6TEL t 15A 1.8m 1080J 3602864 35.08 Outlet Strip - NEMA 5-15R - Premium - Sine Wave Tracking - LEDs 

@ SUPER7TEL 7 15A 2m 2520 36C2866 -— @ ISOBARULTRABLOK428 2 120VAC 15A 48kA 93F7764 43.61 
@ SUPER6TEL12 7 15A 3.7m 1080. 36C2865 45.42 Transient Voltage - NEMA 5-15R - Laptop/Notebook - RJ-45 Interface 

@ SUPER7TEL15 7 15A 4.6m 2520J 36C2867 61.57 @ TRAVELER100BT 2 120VAC 15A 30kA 68K1410 26.68 
PIM_3925 PIM_3920 


ULTRA-SLIM OUTLET STRIPS WITH SURGE 
SUPPRESSION 


TRIPP-LITE 


POWER PROTECTION 


- _ Oe @).. 
e ® 


Accidental Shutoff 
@ Illuminated On/Off Switch 


@ Heavy-Duty Metal Housings Ideal for Factory, Lab 
and Industrial/Manufacturing Environments 


@ Locking Switch Safety Cover Reduces the Risk of | @ Resettable Circuit Breaker 
Keyhole slots provide secure mounting for a variety of applications. UL listed. 
No. of Current Cable Energy Price Each 
Mfg. Part No. Outlets Rating Length Rating Stock No. ike 
NEMA 5-15R - NEMA 5-15P 
@ SS7415-15 16 15A 4.6m 450J 16F657 116.10 
PIM_69163 


OFFICE-GRADE METAL SURGE 
SUPPRESSORS 


DG206 DG115-SI 


@ Perfect Surge Protection for Office Environments @ Keyhole Slots Provide Secure Mounting for a 
@ 6-Outlet Design Provides Surge Protected Outlets Variety of Application 
Wherever They Are Needed 


Heavy-duty metal housings stand up to the most demanding environments. UL listed. 


PROTECT IT!® HOME/BUSINESS THEATER SURGE 
SUPPRESSORS 


© 3 outlet - 2 fixed outlets, 1 rotating power outlet and rotating coax 

® Direct plug-in design 

@ 1080 joule rating 

@ 1-line gold coax (2.2GHz bandwidth) protection 

© $25,000 Ultimate Lifetime Insurance (USA, Puerto 
Rico & Canada only) 

Tripp Lite’s TLP31SAT Home/Business Theater Surge 

Suppressor provides high-performance protection--1080 

joules--stopping damaging surges and filtering disruptive 

line noise so components perform at their peak! You 

can see and hear the difference: sharper, crisper video; 

deeper, fuller audio and longer component life spans. 

Perfect for small home/business theater installations: 

high-definition TVs, satellite and A/V receivers, DVD/ 

CD players and more. 3 outlets, 1-line coaxial protection 

safeguard an entire home/business theater system. $25,000 Ultimate Lifetime Insurance coverage (USA and 

Canada only). Included 6 ft. gold coaxial cable. 


TRIPP-LITE 


POWER PROTECTION 


RoHS 
Compliant 
Available 


No. of Current Energy Price Each 
Mfg. Part No. Outlets Rating Rating Stock No. 1-2+ 
NEMA 5-15R - NEMA 5-15P 
@ TLP31SAT 3 15A 1080J 08X7001 = 
PIM_212195 
ISOBAR® RACK MOUNT SURGE ee 
SUPPRESSORS Seetroin TRIPP-LITE 


POWER PROTECTION 


@ lsolated Filter Banks Eliminate Interference 
Between Connected Equipment 


© All of the Benefits of the Isobar® Surgeline in a 
Space-Saving 1U Rack Mount Cabinet 
@ Fits Standard 19” Rack Space 


Rugged all-metal housings stand up to the toughest working environments—won't burn, melt or crack. 15’ cord 


No. of Current Cable Energy Price Each length. UL listed. 
Mfg. Part No. Outlets Rating Length Rating Stock No. 1+ No. of Current Cable Energy Price Each 
NEMA 5-15R - NEMA 5-15P Mfg. Part No. Outlets Rating Length Rating Stock No. 1+ 
@ DG206 6 15A 1.8m 1050J 87F2860 48.36 NEMA 5-15R - NEMA 5-15P - Cascade Protection 
@ DG115-SI 6 15A 1.8m 2100J 90F2090 64.73 @ IBAR12 12 | 15A 4.6m | 3840J 50F813 194.81 
PIM_72542 NEMA 5-15R - NEMA 5-15P - LEDs - Cascade Protection 
@ ISOBAR12ULTRA 12 15A 4.6m 3840J 8308036 188.06 
NEMA 5-15R - NEMA 5-20P - LEDs 
@ IBAR12-20ULTRA 12 | 20A 4.6m 3840J 01F2187 220.54 
> CONTINUED > 
858 — Go online or call for non-compliant or ROHS Compliant products. See page 2 


LINE PROTECTION 


POWER OUTLET STRIPS - WITH SURGE PROTECTI 


ISOBAR® RACK MOUNT SURGE SUPPRESSORS (CONT. LIGHTNING AND SURGE RoHS ° 
— Sebi L= CaF Sees 


No. of Gurren Cable Energy Price Each PROTECTORS Connectivity 
Mfg. Part No. Outlets Rating Length Rating Stock No. 1+ 

NEMA 5-15R - NEMA L5-20P - Locking Plugs 

@ IBAR12-20T 12 20A 4.6m 3840) 8108864 270.41 

NEMA 5-15R - Non-lsobar Surge Suppressor - Economical Surge Protection 

@ DRS-1215 14 15A 15it 3000J 3101554 125.73 
PIM_13736 

19” RACK-MOUNT REAR OUTLET SURGE ! ° —— 
SUPPRESSORS LI legrand 
AL-CATSEJW 
Wiremold 


oO US 


HGLN-CATS-HP 


COAXIAL LIGHTNING AND SURGE PROTECTOR. L-com’s HyperLink brand coax surge protectors 
protect valuable communications equipment in both wired and wireless networks. 0-3 GHz and 0-6 GHz are 
available. Gas discharge tube protectors feature easily replaced gas tube elements and multi-strike capability. 
Bi-directional protection guarantees equipment is protected on both sides, high quality construction ensures 
durability. These coax surge protector and lightning protectors feature popular connectors including: Type N, 
TNC, RP-BNC, and Type F. 

WEATHERPROOF COAXIAL LIGHTNING AND SURGE SUPRESSORS. Used to protect datacomm 
equipment in outdoor environments. Gasketed cover and concealed mounting holes keep the elements out. 
Power over Ethernet (PoE) compatible. Removable terminal strips and modular RJ45 jacks provide design 


flexibility 
DATA LINE LIGHTNING AND SURGE SUPRESSORS. HyperLink’s Data Line Lightning and Surge Protectors 
Designed to fit all standard 19” cabinets, carts, and racks. Rated: 15A, 120V with 15A resettable circuit breaker. are used to protect valuable datacomm products such as CATS 10/100 Base-T Ethernet systems. Ind ustrial 
Feature 6 outlets on back of unit. Available with or without switch. Offer 330V surge clamping voltage and grade bape bee ie life. Metal housing suppresses EMI. Cisco® Reverse Polarity PoE 
13,000A maximum surge current. Matte black steel housing; black 14/3 SJT cord. Dimensions: 19W x 1.75H Compatible ensures design Nexibility. 
x 2.75"D (1.25” mounting centers). 1.5" receptacle center-to-center. 20A units are rated 20A, 120V with 20A WEATHERPROOF & WEATHER RESISTANT DATA LINE LIGHTNING AND SURGE SUPRESSORS. Used to 
resettable circuit breaker. Feature 20A NEMA 5-20P plug and black 12/3 SJT cord. Manufacturer's five-year protect datacomm equipment in outdoor environments. Gasketed cover and concealed mounting holes keep the 
product warranty. cULus recognized elements out. Power over Ethernet (PoE) compatible. Removable terminal strips and modular RJ45 jacks 
= : provide design flexibility. 
Peak Price Each Peak Price Each 
No. of Output Surge iene Volt res Uticel=acik 
Mfg. Part No. Outlets Current Current Stock No. 1+ Mfg. Part No. pitlots Rend Ganent Stock No. ae 
Outlet Strip - NEMA 5-15R - 15' Cord Length - Computer Grade aed : “Ss __|__Kaling : 
rT - 15 EKA P7C3553 STE Coaxial - Surge Protector - Coaxial Lightning - N Jack to N Jack Bulkhead 
= = . @ AL-NFNFB-9 1 90V bas 50R4769 39.07 
Outlet Strip - NEMA 5-15R - 15' Cord Length - On/Off Switch - Computer Grade 7 Sane 7 
Sere - THR 36KA S2F9666 Coaxial - Surge Supressors - Coaxial Lightning - Weatherproof - N Plug to N Jack Bulkhead 
Sutiat Sto NEWA BAER IG Cond Length Comair Gena Urs @ AL6-NMNFBW-9 [1 7 7 4272765 76.61 
bad Le EE Oe Data Line - RU45 - Surge Supressors - Data Line Lightning - Weatherproof - CAT5, CAT5e - 
R5BZX 8 415A 36kA 2703544 165.33 Shielded RJ45 Jacks 
Outlet Strip - NEMA 5-15R - 6' Cord Length - On/Off Switch - Computer Grade @ AL-CAT5EJWP. 1 a e 2374223 = 
RSBZ 6 15A 36kKA 52F9665 165.33 Data Line - RU45 - Surge Supressors - Data Line Lightning - Weatherproof - Compact - High 
Outlet Strip - NEMA 5-20R - 15' Cord Length Power - CATS, CAT5e, CATE - Shielded RJ45 Jacks 
R5BZ20X-15 6 20A 36kA 73C2379 244.27 @ AL-CAT6HPW | 1 90V ais 2374233 — 
Outlet Strip - NEMA 5-20R - 15' Cord Length - On/Off Switch Data Line - RJ45 - Surge Supressors - Data Line Lightning - Weather Resistant - CATS, CATSe, 
R5BZ20-15 6 20A 36KA 7302372 221.48 CATE - Shielded RJ45 Jacks 
Outlet Strip - NEMA 5-20R - 6' Cord Length - On/Off Switch —— —- —-— 85V —— a | 
ata Line - RJ45 - Surge Supressors - Data Line Lightning - Weather Resistant - CAT5, CAT5e 
oe = = TSCIS15 _| 269.62 - Shielded RU45 Jacks 
Zz @ AL-CATSEJW. | 1 a ee 2374222 106.01 
Data Line - Surge Protector - Coaxial Lightning - N Plug to N Jack Bulkhead 
8-OUTLET RACK MOUNT SURGE PROTECTORS AND gig legrand’ eA KUNESS L1 -_ SKA ees) are 
POWER STRIPS ; Data Line - Surge Protector - Coaxial Lightning - TNC Plug to TNC Jack Bulkhead 
Wiremold @ AL-TMTFB-9 - 90V 5kKA 2374272 53.80 
7 Data Line - Surge Supressors - Data Line Lightning - Indoor - High Power - CAT5 - RJ45 Jacks 
AY @ @ HGLN-CATS-HP 1 as ie 83m4444— | 153.83 
Data Line - Surge Supressors - Data Line Lightning - Weatherproof - CAT5 - RJ45 Jacks/ 
Screw Terminals 
- 11R7882 
© 8 Rear Outlets, Rotated 90 Degrees @ Surge Units Feature 330V UL 1449 Clamping SALCAISW | Hei) 
@ 4 Outlets Spaced For Transformers Level PIM_110611 
@ 145A, 120V @ Dimensions: 19L x 1.75W x 2.75" D 
@ Matte Black Steel Housing @ UL Recognized, CSA Certified 
Peak RTGS Een 1210/1250 SERIES AC SURGE PROTECTIVE BOURNS’ 
No. of Output Surge DEVICES 
Mfg. Part No. Outlets Current Current Stock No. 1-4+ Ge sinpiat 
Outlet Strip - NEMA 5-15R - 15’ Cord Length Available 
J08B2B 8 15A se 2704008 134.69 Al 
Outlet Strip - NEMA 5-15R - 6’ Cord Length 
J08B0B 8 15A iss 2704007 118.68 € 
Power / EMI / RFI Noise - NEMA 5-15R - 15’ Cord Length 
R8BZ-15 8 2 56kA 2764080 170.23 
Power / EMI / RFI Noise - NEMA 5-15R - 6’ Cord Length 
R8BZ 8 ite 56kA 2704079 171.89 
PIM_69024 1210 series 1250 series 
@ 100/50 kA max. discharge current rating @ Remote signalling capability 
@ Multi-pole uni-block design © Compact design ideal for limited spaces 
@ DIN Rail mountable © Operating Temperature: -50°C to +85°C 
@ UL 60691 compliant integrated thermal disconnect @ Connection: screw terminals, #6 AWG max. 
@ Visual fault indicator @ |P20 


1210/1250 series is a heavy duty/general duty Surge Protective Device (SPD) designed to protect high risk 
electrical service entrance and branch panels. This SPD is intended to be installed at the front end of the 
installation, in the main switchboard, close to sensitive terminals or in installations without LPS (lightning rods). 
1250 series is a single-pole module that can be configured for both common mode and differential mode 


> CONTINUED > 
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LINE PROTECTION 


SURGE PROTECTION 


1210/1250 SERIES AC SURGE PROTECTIVE DEVICES (CONT.) 
protection in single and three phase applications heavy duty up to 600V and general duty 480V. 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


PROTECT IT! SERIES MOBILE SURGE PROTECTORS 


TRIPP-LITE 


POWER PROTECTION 


Peak Price Each 
Voltage Surge RoHS 
Mfg. Part No. Rating Current Stock No. 1-4+ Seperate 
Data Line - General Duty - Four Protected Pole - Dimensions (LxWxH): 67 x 72 x 100.6mm Available 
@ 1250-4S-120 150V 50kA 95W5543 -— 
@ 1250-4S-230 275V 50kA 95W5544 ex 
@ 1250-4S-400 400V 50kA 95W5545 = 
Data Line - General Duty - One Protected Pole - Dimensions (LxWxH): 67 x 18 x 100.6mm 
@ 1250-1S-120 150V 50kA 95W5532 65.91 
@ 1250-1S-230 275V 50kA 95W5533 76.29 
Eel — —- ——- = SK10TG SK30USB SK120USB 
a ola oN BS = SK10TG © $5,000 Ultimate Lifetime Insurance (USA & 
Data Line - General Duty - Three Protected Pole - Dimensions (LxWxH): 67 x 54 x 100.6mm © 1 outlets/direct plug-in Canada only) 
@ 1250-38-120 150V 50kA 95W5539 = bi ~ i rating spe aie maar ; 
@ Timer selection switch for 1, 3, or 6 hours © 3 outlets/direct plug-in 
@ 1250-38-20 275V 50KA soWiooa) = © Diagnostic LEDs © 540 joule rating 
@ 1250-3S-400 400V 50kA 95W5541 263.86 $5,000 Ultimate Lifetime Insurance (USA & © 2.1 amp USB charging 
@ 1250-3S-480 550V 50kA 95W5542 = eens only) ° os down pug 
, ; F - © Carrying poucl 
Data Line - General Duty - Two Protected Pole - Dimensions (LxWxH): 67 x 36 x 100.6mm @ 3 outlets/direct plug-in @ Diagnostic LED 
@ 1250-2S-120 150V 50kA 95W5536 162.85 @ 540 joule rating © $5,000 Ultimate Lifetime Insurance (USA & 
@ 1250-28-230 275V 50kKA 95W5537 167.30 @ 2.1 amp USB charging Canada only) 
@ Diagnostic LED 
@ 1250-2S-400 400V 50kA 95W5538 = 
Data Line - Heavy Duty - Four Protected Pole - Dimensions (LxWxH): 67 x 72 x 100.6mm ae tencelEachy 
vy Duty a = No. of Voltage Output Surge 
@ 1210-45-120 150V 100kA 95W5529 413.82 Mfg. Part No. Outlets Rating Current | Current Stock No. 1+ 
@ 1210-4S-230 275V 100kA 95W5530 413.82 Power / EMI / RFI Noise - NEMA 5-15P - 2.1A USB Charging - Fold Down Plug 
@ 1210-4S-400 400V 100kA 95W5531 413.82 @ SK120USB 3 120VAC ie 08X7000 33.80 
Data Line - Heavy Duty - One Protected Pole - Dimensions (LxWxH): 67 x 18 x 100.6mm Power / EMI / RFI Noise - NEMA 5-15P - Includes Timer 
@ 1210-18-120 150V 100kA 95W5518 81.61 @ SK10TG 1 120VAC - 27kKA 01X2805 21.71 
@ 1210-1S-230 275V 100kA 95W5519 79.06 Surge Arrester - NEMA 5-15P - 2.1A USB Charging 
@ 1210-1S-400 400V 100kA 95W5520 84.45 @ SK30USB 3 120VAC 15A 27kA 06X2935 32.76 
@ 1210-18-600 840V 100kA 95W5521 = PIM_212101 
Data Line - Heavy Duty - Three Protected Pole - Dimensions (LxWxH): 67 x 54 x 100.6mm 
otros 120 = a ee 334.55_ |SLATROL® PLUS SINGLE-PHASE ACTIVE At 
© 1210-38-230 275V 100KA 95W5526 334.55 TRACKING FILTERS CONTROL CONCEPTS 
@ 1210-3S-400 400V 100kA 95W5527 ao Series connected high-frequency noise filter RoHS _ 
@ 1210-3S-600 840V 100kA 95W5528 388.83 with transient protection. Provides continuous O) Gee timoian 


Data Line - Heavy Duty - Two Protected Pole - Dimensions (LxWxH): 67 x 36 x 100.6mm 


sinewave Active Tracking® filtration plus high 
energy protection from spikes, transients, and 


@ 1210-2S-120 150V 100kA 95W5522 187.85 noise on the AC power line. Offers the flexibility of 
@ 1210-2S-230 275V 100kA 95W5523 180.49 either receptacle/line cold connection or hard-wired 
connection to critical loads (up to 30 amperes). 
© 1210-28-400 400V 100KA eoNanes 203.06 These units are bi-directional, excellent EMI/RFI 
Price Each noise rejection, 50/60Hz, single phase. Applications 
sa linea a Tastee include industrial or office equipment, computers 
Mfg: Part No. Description StockiNo: Uae placed in harsh environments. UL 1283 listed. 
1200-BB-2P Bus Bar, 2 Pole 95W5514 = 
1200-BB-3P Bus Bar, 3 Pole 95W5515 es Islatrol Plus 
1200-BB-4P Bus Bar, 4 Pole 95W5516 10.13 Peak Price Each 
Fi No. of Voltage Output Surge 
H20uTiX Terminal Adapter CAVE 10) Mfg. Part No. Outlets Rating Current Current Stock No. 1+ 
PIM_211559 Noise - Barrier Strip - Dimensions (WxDxH): 4.75 x 4.75 x 2.35” 
@ 1C107 1 120VAC 7.5A 45kA 18P9308 os 
1320 SERIES DC POWER SURGE PROTECTIVE BOURNS’ @ 1C205 1 240VAC 5A 45KA 1707804 a 
DEVICES Noise - Barrier Strip - Dimensions (WxDxH): 4 x 2.88 x 1.81” 
© Matched high energy MOV Eecinp ‘ant @ IC102 1 120VAC 2.5A 45kA 18P9306 2 
ca Available @ 1C105 1 120VAC 5A 45KA 18P9307 me 
© Replaceable modular design C € @ IC202 1 240VAC 2.5A 45kKA 18P9310 = 
: a 7 a an Noise - Barrier Strip - Dimensions (WxDxH): 6.25 x 4.75 x 2.35” 
‘emote signalling capabili sae 9 
© Applications: DC power supplies ae alge A @1C115 1 120VAC 15A 45kA 18P9309 = 
© Operating Temperature: -40°C to +85°C ae o Noise - Barrier Strip - Dimensions (WxDxH): 7.75 x 4.75 x 2.35” 
e eae ae pales i fomataer teller mm2 cial | @ 10130 1 420VAC 30A 45kA 1707802 = 
ea le a @ 10215 1 240VAC 15A 45kA 16P8645 = 
1320 series is a DC power Surge Protective Device (SPD) ® coe @ 1C230 1 240VAC 30A 45kA 18P9311 soot 
designed to protect power systems from damage due to PIM_17028 
lightning and power surges. 1320 series is a DIN Rail 
mountable SPD targeted for systems ranging from 48 to 110VDC. 
Voltage Price Each ISLATROL® ELITE 7 Wa CONTROL CONCEPTS 
Mfg. Part No. Rating Stock No. 41-4+ A Subsidiary of the Liebert Corporation 
Data Line GeBiore 2 
Compliant 
@ 1320-S-48 65VDC 95W5547 97.97 Available 
@ 1320-S-75 75VDC 95W5548 99.79 
@ 1320-S-110 150VDC 95W5546 84.75 
PIM_211561 
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Islatrol® Elite 
@ Dimensions (HxWxD): 3.83 x 3.06 x 4.06” 


@ Single phase 


> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


LINE PROTECTION 


SURGE PROTECTION 


ISLATROL® ELITE (CONT.) SURGELOGIC HARD WIRED SURGE PROTECTIVE DEVICES (CONT.) 
DIN/flange-mount high-frequency, single-phase noise filter/surge suppressors, Ideal applications include critical Peak Price Each 
industrial loads drawing up to 20A of continuous current. Typical applications include any microprocessor-based Voltage Surge —S] 
products, including industrial PLCs, OEM applications, and motion control systems. LED status and form C dry Mfg. Part No. Rating Current Stock No 1-9+ 
contacts standard. UL 1449, 1283 listed; CE compliant. — - - 
Beak RISE Transient Voltage 
eal rice Eacl 
Voltage Output Surge -————_—— TVS2HWA10X 120V 100kA 85R3575 1738.02 
Mfg. Part No. Rating Current Current Stock No. 41-5+ TVS4HWASOX 277V 50kA 89H6203 1270.65 
Outlet Strip @ TVS4HWA80X 277V 80kA 89H6204 1398.02 
@ 1E103 120VAC 3A 45kA 18P9312 208.67 TVS4HWA10X 277V 100kA 85R3576 1854.49 
@ 1E105 120VAC 5A 45kKA 18P9313 238.50 PIM_212201 
@ IE110 120VAC 10A 45kA 18P9314 316.58 —-————_W_—_— mooi x$“«—m— 
@ 1E120 120VAC 20A 45kA 16P8648 484.05 STV 100K SERIES SURGE SUPPRESSORS A,EE 
@ E210 240VAC 10A 45kA 16P8649 461.36 Applicati SO Li v ri D 
pplications 
@ 1E220 240VAC 20A 45kKA 16P8650 583.14 © 100,000 Amp Peak Current Rating To Provide 4 Geeeinpian 
PIM_61877 Protection Against Severe Transients Available 
®@ All Mode Protection @) 
@ Excellent Clamping Levels (600V @ 120V Lines) d us 


SURGELOGIC™ SERIES SURGE PROTECTION SQUARE ID] = reve Eeclon Fee Sensitive Microproces- 
sor-based Equipmen| 


DEVICES @ 65 KAIC Fault Current Fusing Levels Provides 
Safety and NEC Conformance While Preventing 
Damage to Electrical Panels Due to Short 
—_ Circuits or Component Failure 
pscuare D_| = @ LED Status and Audible Alarms Provide Visual 
= erie ; a and Audible Indication of Surge Suppressor 
‘ Status 


by Schneider Electric 


@ UL 1449 (3rd edition) 

© Compact Design With NEMA 12 Enclosure 
@ 10 Year Warranty 
e 
e 


Distribution Panels (<1200A) 


Branch, Lighting and Control Panels @ Factory Automation Installations 
@ Dedicated Industrial Equipment 


STV100K series is a hard wired surge suppressor designed to be installed at the service entrance, branch 


ec ne bath ted lectrical © Plasti ce RoHS panels or dedicated sensitive electronic loads. These units feature all mode protection, LED and audible alarm 
ompact package can be mounted on an electrical astic enclosure (Type : ‘adieation si ‘ 
panel, meter socket, or inside electrical control NEMA rating) Getinoian status indication, sine wave tracking and Form C dry contacts. 
cabinets © Green status LED Available Peak Price Each 
© Individually fused MOVs © 2-year warranty Voltage Surge 


Square D brand Surgelogic surge protection devices utilize high-energy suppression circuitry that can be located Mfg. Part No. Rating Current Stock No. ee 
at any point in the electrical system. As a Type 1 rated device, they have the flexibility to be used with or Outlet Strip - 1 Phase - 2 Wire + Ground 


without an Overcurrent Protection Device (OCPD). SPDs provide surge suppression for equipment from severe @ STV100K-10N 420VAC 100kA 34M8666 1006.43 
transient activity. Products are suitable for installing indoors, outdoors, or in other harsh enwonments @ STV100K-24L 240VAC TOOKA 9589587 1141.70 
Peak | Price Each_ Outlet Strip - 1 Phase - 3 Wire + Ground 
No. of Voltage Surge 
Mfg. Part No. Outlets Rating Current Stock No. 1-94 @ STV100K-10S 240VAC 100kA 95B9582 886.30 
Surge Arrester - Single Phase - Wye - 2 Wire Outlet Strip - 3 Phase - Delta - 3 Wire + Ground 
@ SDSA1175T a - 36kA 5275018 143.44 @ STV100K-24D 240VAC 100kA 95B9585 1061.71 
Surge Arrester - Single Phase - Wye - 3 Wire @ STV100K-48D 480VAC 100kA 95B9589 1157.88 
SDSA1175 i 240V 36kA 16B2308 106.18 Outlet Strip - 3 Phase - Delta - 4 Wire + Ground 
Surge Arrester - Three Phase - Delta - 3 Wire @ STV100K-10D4 240VAC 100kA 95B9580 841.98 
@ SDSA3650D a if 40KA 5275019 357.16 @ STV100K-24D4 480VAC 100kA 95B9586 825.47 
SDSA2040D 1 240V 40kA 72Y0031 292.72 Outlet Strip - 3 Phase - Wye (Star) - 4 Wire + Ground 
SDSA4040D 1 480V 40kA 72Y0033 292.72 @ STV100K-10Y 208VAC 100kA 34M8667 982.82 
Surge Arrester - Three Phase - Wye - 4 Wire @ STV100K-23Y S80VAC 100kA 95B9584 1007.57 
@ SDSA3650 = me 40kA 16B2309 391.08 @ STV100K-27Y 480VAC 100kA 95B9588 1147.88 
SDSA2040 1 220V 40kA 72Y0030 292.72 PIM_52771 
SDSA4040 1 480V 40kA 72Y0032 292.72 
PIM_202113 STV25K SERIES DIN RAIL SURGE SUPPRESSORS Again 
YS Applications: SO L D 
© Compact and Narrow Design for Minimized Panel RoHS | 
SURGELOGIC HARD WIRED SURGE SQUARE D Space Requirements Soper 
PROTECTIVE DEVICES See eee ® Compact Design Minimizes Connecting Lead Length ‘ 
Schneider Electric While Reducing Impedance Ensuring a Superior A” \Y US 
RoHS Clamping Performance of 400V or Less 
Getinpian © Easy Access Terminal Screws for Quick Mounting and 
Available Installation 
@ 50,000 Amps of Surge Protection 
@ Sine Wave Tracking and All Mode Protection 
© LED Status Indication 
@ 10 Year Warranty 
© Control Cabinets for Industrial Automation 
@ Point of Use Industrial/Service Equipment 
@ Remote Commercial or Industrial Equipment © Commercial and Building Automation Systems 
Instrumentation 
© NEMA 4X Rated © Suppression Status Alarm STV25K series DIN rail surge suppressors provide point-of-use protection against damaging transient at the 
© Overvoltage technology © Coordinated Fuse Technology dedicated equipment level. They are ideal for installation in electric control cabinets found on the factory floor 
@ EMI/RFI Noise Rejection © 10 Modes of Protection or at remote locations. These devices provide protection for sensitive control and computer equipment from the 
LED Status Indication © Configuration: 3 , Wye, 4-wire+G effects of internally and externally generated transient found in harsh industrial environments. UL recognized 
Square D brand Surgelogic HWA Surge Protective Devices (SPDs) are surge suppressors and noise filters in to Standard 1449, 3rd edition. 
compact and affordable packages. The compact designs allow surge suppression to be installed adjacent to Peak Price Each 
power panels or directly on sensitive equipment in harsh electrical conditions. HWA systems are versatile and Voltage Surge 
compact Surge Protective Devices (SPDs) designed to provide high-quality surge suppression for a wide variety Mfg. Part No. Rating Current Stock No. 1-4+ 
of commercial, industrial or institutional applications. Square D brand Surgelogic HWA devices can be used in a Outlet Strip 
network of surge suppression applications or as a st _— suppressor. — © STV25K-108 T2OVAG SOKA 30M9531 AUST 
ea tice Eacl 
Voltage Surge SSS] @ STV25K-24S 240VAC 50kA 95B9591 329.00 
Mfg. Part No. Rating Current Stock No. 1-9+ PIM_68368 
Transient Voltage 
@ TVS2HWA50OX 120V 50kA 89H6053 1224.47 
@ TVS2HWA80X 120V 80kA 89H6054 1352.49 
> CONTINUED > 
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LINE PROTECTION 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SURGE PROTECTION 


STFE ELITE SERIES ACTIVE TRACKING® FILTERS 


SOLA+HD 


WITH SURGE 
PROTECTION 
RoHS 
224 Osan 
1 Available 
cd US 
Features: © Screw clamp connections accept 10-16 AWG and 


Series connected DIN Rail mounted filter 
Patented durable metal mount clip 

UL listed surge current capacity - 45,000A 
Transient protection in all modes (L-N, L-G, N-G) 
Single phase applications up to 20A component, CE compliant 

Operating temperature: -40°C to +50°C @ 5 year limited warranty 

STFE Elite series DIN Rail Mount combines Active Tracking® technology with UL Listed surge protection to 
protect against the full spectrum of voltage transients and surges. It continuously tracks the input AC power line 
responding instantly into action upon detecting extraneous high frequency noise and high voltage transients 
caused by everyday events such as turning on machinery, motors, or equipment. 


meet IP20 specifications 
© LED status indication 
@ Form C contact for remote monitoring 
@ UL 1449 (3rd edition), UL 1283, cUL recognized 


VOLTAGE SURGE SUPPRESSORS 


DIN2R-40 SERIES STABILINE TRANSIENT cE. Superior 

& Electric 

B ; aI 
TT 


ee 


DIN2R-40 series 

® 120, 220, 240-277, 480 VAC and N-G models 
© Low profile, DIN-rail (35mm symmetrical) mounting 
@ 40 kAsurge amp capacity protection 
© Replaceable plug-in surge protection module and 

fixed base 
@ Visual summary status of MOV element 
DIN2R-40 series Stabiline® transient voltage surge suppressors are single pole, parallel-connected, MOV 
technology Class II, Category B surge protective devices suitable for use in AC electrical power systems 


Replacement Module for DIN2R-40-120-L1 


© Internal thermal disconnect system 

© Relay contacts for remote AO” 
monitoring Year 

¢ 10-year manufacturer's warranty Warranty 

@ Meet UL 1449, 2nd edition 


STFE Elite series attenuates or reduces the amplitude of normal mode noise to a minimum of 90dB that occurs for protection against surge and transient activity. DIN2R-40 series protectors provide 40 kA surge amp 
in a frequency range of 100KHz to SOMHz, and of common mode noise to a minimum of 60dB that occurs ina capacity protection in a maintenance free, low profile, DIN Rail mountable module. DIN2R-40 series feature a 
frequency range of SMHz to SOMHz. STFE Elite series provides the industry's best IEEE C62.41 Category “A replaceable plug-in surge protection module and fixed base which allows for easy and fast maintenance. Ideal 
& B” Ringwave protection. for protection of fire-alarm panels, control systems, and PLC’s. L-N; L-G: L-L protectors use MOV technology 
Voltage Output Price Each and N-G protectors use Gas Tube. Wt.: 0.25 Ibs. 
Mfg. Part No. Rating Current Stock No. 1-4+ Model DIN2R-40-220-L1 DIN2R-40-277-L1 DIN2R-40-480-L1 
Power / EMI / RFI Noise Service Configurations 14 @, 220 VAC, 1 @, 240-277 VAC, 1 @, 480 VAC, 
a 420VAC 3A 88M8296 2-Wire, w/ground 2-Wire, w/ground 2-Wire, w/grounded neutral 
SS TRENTON SiS 3 @, 380/220 VAC, 3 @, 480Y/277 VAC, 3 @, 380 or 480 VAC, 
© STFE050-10N 120VAC 5A 88M8298 440.21 4-Wire WYE, wiground | 4-Wire WYE, wiground 3-Wire DELTA 
@ STFE100-10N 120VAC. 10A 88M8300 566.98 3 9, 220 VAC, 
@ STFE200-10N 120VAC 20A 88M8302 679.31 3-Wire DELTA 
Saree. ee = biel Bene ne LNJENTLN,NG | LNVENTLN, NG LULL 
@ STFE050-24L 240VAC 5A 88M8299 549.75 LL/LLILL 
@ STFE100-24L 240VAC 10A 88M8301 608.15 Peak Price Each 
eal rice Eac 
@ STFE200-24L 240VAC 20A 88M8303 1197.27 Voltage Surge a 
PIM_108791 Mfg. Part No. Rating Current Stock No. 1-2+ 
Data Line 
STFV PLUS SERIES DATA/SIGNAL LINE SURGE SOLA+HD DINARA0-22041 — _ maine = 
PROTECTION DEVICES FOR TRANSIENT DATA DIN2R-40-480-L1 35 sa 
PIM_108592 
. RoHS = 
ea 5 Ge tinoiat 
" Available 
he ~ en : AL DIN RAIL MOUNT DATA LINE SURGE SUPPRESSORS wife © 
. - AGG 
i re =e t ® 
S. a " 


Features: 

@ Non degrading, series filter/TVSS technology for 
total durability 

© Surge current capacity — 25,000 amps 

@ High impact plastic case, epoxy encapsulated 
enclosure 

© Transient protection in all modes (L-N, L-G, and 


N-G) 

@ Single Phase applications up to 30 amp 

© Operating temperature from -40°C to +60°C 
© Hardwired connection 

@ LED power indication 

© UL 1283 

© 10 year warranty 


STFV Plus series combines Active Tracking® filtration for low energy noise and surge suppression for high 
energy transients. It continuously tracks the input AC power line responding instantly into action upon detecting 
extraneous high frequency noise and high voltage transients caused by everyday events such as turning on 
machinery, motors, or equipment. These devices are designed to meet UL 1283. STFV Plus series attenuates 
or reduces the amplitude of high frequency noise to a maximum of 90dB that occurs in a range of 100 KHz to 50 
MHz. STFV Plus series provides IEEE C62.41 Category “A & B” Ringwave protection. 


@ Response time: <5ns 

@ Max. nominal current: 20A 

@ Temp. range: -40°C to +85°C 

@ Wire termination: CAGE CLAMP® 


@ Wiring configurations: L-L, L-N 
@ Wire range: 28-12 AWG 

@ ULlisted 

© Dimensions: 82.5 x 73 x 31mm 


WAGO-PROTECT series surge suppressors are high-speed, high-current, solid-state devices designed 
to protect sensitive electronic equipment (PLCs, PCs, etc.) from transient over voltages present on AC/DC 
power lines. Powered by patented Silicon Avalanche Suppressor Diode technology from Transtector, these 
suppressors provide the utmost in protection without degradation - unlike MOV based technology. Feature LED 
fail mode indication as well as relay alarm output connection and built-in test points for easy troubleshooting 


Voltage Output Price Each 
Mfg. Part No. Rating Current Stock No. 1-4+ 

Power / EMI / RFI Noise 
@ STFV025-10N 120VAC 2.5A 59M8130 221.25 
@ STFV050-10N 120VAC 5A 59M8069 316.12 
@ STFVO075-10N 120VAC 7.5A 59M8071 407.34 
@ STFV150-10N 120VAC 15A 59M8067 695.21 
@ STFV300-10N 120VAC 30A 59M8074 1080.08 
@ STFV025-24L 240VAC 2.5A 59M8068 309.60 
@ STFV050-24L 240VAC 5A 59M8070 361.41 
@ STFV075-24L 240VAC 7.5A 59M8072 515.91 
@ STFV150-24L 240VAC 15A 59M8073 894.91 
@ STFV300-24L 240VAC 30A 59M8075 1489.38 
PIM_100562 
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and maintenance. 


Peak Price Each 
Voltage Output Surge 
Mfg. Part No. Rating Current Current Stock No. 1-4+ 
Data Line 
51017375 24VDC 20A 2kA 14M9229 112.38 
PIM_121111 


NETWORK SURGE SUPPRESSORS 


TRIPP-LITE 


POWER PROTECTION 


RoHS 
Compliant 
Available 


DTEL2 


® Protect Network Equipment with Up to 300% More 
Surge-Absorbing Power than Competitive Models 


© The Industry's Most Complete Line of Network 
Cable Protection 


Essential surge and line noise protection for data and communication lines. 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


> CONTINUED > 


NETWORK SURGE SUPPRESSORS (CONT.) 


Peak Price Each 
No. of Voltage Output Surge 
Mfg. Part No. Outlets Rating Current Current Stock No. 1+ 
Data Line - Lines Protected: 1-25 - Chassis 
@ DB25-ALL 1 230V 340A 340A 66F3953 31.43 
Data Line - Lines Protected: 1-9 - Chassis 
@ DBO 1 230V 340A 340A 66F3951 21.38 
Data Line - RJ11, RJ45 - Lines Protected: 2 Lines (Center 4 Wires) 
@ DTEL2 4 230V 250A 250A 66F3954 31.19 
Data Line - RJ45 - Lines Protected: 1-8 
@ DNET1 1 230V 750A 750A 91B7932 30.13 
PIM_3927 


LINE-E POWER CONDITIONERS 


@ Dimensions (HxWxD): 6.90 x 10.75 
x 8.15" 

Automatically corrects brownouts and 

overvoltages, and stabilizes chronic 

line voltage variation. Also provides 


by Schneider Electric 


Line-R 


LINE PROTECTION 


SURGE PROTECTION 


MCR SERIES HARDWIRED FERRORESONANT POWER LINE 


CONDITIONERS (CONT.) 

63-23-750-8 5000VA 415VAC 440VAC 762 x 330.2 mm 50F3009 8205.73 
PIM_3811 
MCR SERIES PORTABLE RoHS | A,u- 
FERRORESONANT POWER LINE Sept SOL; vniD 
CONDITIONERS 


|, w 
7 


MCR Portable 
Curren 
© Harmonic Distortion: Less Than 3% Total RMS 

Content at Full Load 


Os} 
nla 


Year 
Warranty 


@ Protects Systems from Surges, Spikes, Sags, 
Overvoltages, 
© Brownouts, and Electrical Noise 


i A @ Automatic Overload Protection Eliminates Need for @ MCR Portable is for 120V input/output only 
ee i aa and ful soe Circuit Breakers and Fuses @ Average Continuous Life is 25 Years 
: @ Voltage Regulation: £3% for Input Variation of @ ULListed, CSA Certified 
+10%/-20% @ Limited 10-Year Warranty 
© Overload: Output Current Limited to 1.65x Rated 
c Output Input Output Price Each 
al Mfg. Part No. Power | Voltage | Voltage Dimensions Stock No. 1-4+ 
- Receptacle/Plug (NEMA): 4 x 5-15R, 1 x L5-30R/ 1 x 5-50P 
Peak Price Each 
No. of Voltage Output Surge = @ 63-13-230-6 3000VA | 120VAC | 120VAC | 279.4x279.4mm 93K6823 | 4338.39 
Mfg. Part No. Outlets Rating Current Current Stock No. ike Receptacle/Plug (NEMA): 4 x 5-15R, 1 x L5-30R/ 1 x L5-30P 
Automatic Voltage Regulation - NEMA 5-15R @ 63-13-220-6 2000VA | 120VAC | 120VAC | 279.4x279.4mm 87F202 3104.27 
LE600 4 120VAC 5A 36kA 85H2959 = Receptacle/Plug (NEMA): 4 x 5-15R / 4 x 5-15P 
LE1200 4 250VAC 36kA 85H2925 = @ 63-13-070-6 7OVA 120VAC | 120VAC | 152.4x177.8mm 93K6815 455.83 
PIM_75509 @ 63-13-115-6 150VA 120VAC 120VAC 152.4 x 177.8 mm 93K6816 736.55 
@ 63-13-125-6 250VA 120VAC | 120VAC | 152.4x177.8mm 93K6817 944.93 
MCR SERIES HARDWIRED FERRORESONAN SOL A,Ht D @ 63-13-150-6 5O00VA | 120VAC | 120VAC | 228.6x228.6mm | 93K6818 | 1305.65 
POWER LINE eee VTi @ 63-13-175-6 750VA 120VAC | 120VAC | 228.6 x 228.6 mm 93K6820 | 1665.59 
CONDITIONERS | @ 63-13-210-6 1000VA | 120VAC | 120VAC | 228.6 x 228.6 mm 93K6821 1282.65 
RoHS @ 63-13-215-6 1500VA | 120VAC | 120VAC | 279.4x279.4mm 93K6822 | 2985.96 
Compliant 
Beet pacar 


O€ 


@ Rugged Design Transverse Mode 


@ Ideal for PLCs © Surge Suppression Tested to ANSI/IEEE C63.41 
@ Excellent Protection for Machine Tools, Computer © Class A & B Waveform: <10V Let-Through Typical 
Loads, Robotics, Industrial Panels and Electronic @ Hardwired 
Equipment @ 25-Year Typical MTBF 
@ Galvanic Isolation @ No Maintenance Required 
@ Acts as a Step-Up or Step-Down Transformer @ 10-Year Warranty 


@ Noise Attenuation: 120dB Common Mode, 60dB 


LINE CONDITIONERS (LINE VOLTAGE REGULATORS) 


TRIPP-LITE 


POWER PROTECTION 


MCR series protects equipment from all power problems except total power loss. Suppresses transients, @ Filters EMI/RFI Line Noise Up to 40dB @ 1MHz Surges 
protects against overloads, sags, noise, brownouts and acts as a dedicated line. Neutralizes harmonics and @ Provides Complete Protection Against Damaging © Diagnostic LEDs Indicate Incoming Voltage Status 
SCR notches that can damage sensitive loads. Even with a heavily distorted or square-wave input, MCR series = Automatically regulates high and low incoming voltages, creating the optimal operating conditions for 
puts out a sine wave. To size the unit for your needs, simply multiply the Volts x Amps to obtain the VA load ~~ computerized equipment. All models except LS606M feature isolated filter banks which reduce interference 
requirement. Then select the next larger size unit. If protection from severe brownouts is needed, the unit can between connected equipment. 
be oversized for even greater input voltage window. If your load has an inductive inrush such as relays, coils, : 
solenoids or motors, size the unit for the load inrush current. For 60Hz/600V models, 500 to 1500VA range, Output Input Output | Price Each" 
go online or call. Mfg. Part No. Power Voltage | Voltage Dimensions Stock No. 1+ 
Output Input Output Price Each LS606M 600VA 147V 120VAC 139.7 x 120.65 mm 7401164 145.55 
Mfg. Part No. Power Voltage | Voltage Dimensions Stock No. 1-44 LC1200 1200VA 147V 120VAC | 184.15 x 152.4 mm 46F2615 204.52 
Hardwired, 60Hz, UL Listed LC1800 1800VA 140V 120VAC | 171.45x146.05mm | 46F2616 284.59 
@ 63-23-112-4 120VA 480VAC | 120VAC 254 x 101.6 mm 80K6352 651.00 LC2400 2400VA 140V 120VAC | 171.45 x 146.05 mm 50F5040 369.97 
@ 63-23-125-4 250VA 480VAC | 120VAC 254 x 152.4 mm 80K6353 827.75 Rackmount Version 
@ 63-23-150-8 500VA 480VAC | 120VAC | 330.2x228.6mm | 80K6354 1193.21 LCR2400 2400VA 140V 120VAC 133.35 x 482.6 mm 50F814 503.60 
@ 63-23-175-8 750VA 480VAC | 120VAC | 355.6x228.6mm | 80K6355 1550.89 Wallmount Version 
@ 63-23-210-8 1000VA | 480VAC } 120VAC | 431.8x228.6mm | 80K6356 1886.65 LS604WM 600VA 140V 120VAC 101.6 x 127 mm 83F6125 199.74 
@ 63-23-215-8 1500VA | 480VAC | 120VAC | 431.8x330.2mm | 80K6357 | 2394.58 PIM_3915 
@ 63-23-220-8 2000VA | 480VAC | 240VAC | 457.2x330.2mm | 80K6358 3214.41 
@ 63-23-230-8 3000VA 480VAC 120VAC | 482.6 x 330.2 mm 80K6359 4594.18 FN350 SERIES HIGH POWER FILTER FOR | | | | | SC Ha FFN @ cr 
@ 63-23-250-8 5000VA | 480VAC | 120VAC | 711.2 x 330.2 mm 80K6360 6452.42 DRIVES 
@ 63-28-275-8 TSO0VA | 480VAC | 120VAC | 685.8x660.4mm | 80W032 | 8499.55 © Compact filter solution for single-phase motor ae RoHS 
@ 63-28-315-8 | 15000VA | 480vac | 120VAC | 711.2x965.2mm | 44F2028 | 15734.98 fee iad dean eens = Gop eimpiat 
7 7 F © Industrial grade safety terminal blocks 7 
International Hardwired, 50Hz, CE Compliant @ Designed to meet EN 5011/14/22 > é A 
@ 63-23-612-8 120VA 415VAC | 110VAC | 228.6x152.4mm | 80K8081 768.66 © Compliant with IEC 60950 < 
@ 63-23-625-8 250VA 415VAC | 110VAC | 279.4x152.4mm | 80K9325 1001.54 
@ 63-23-650-8 500VA 415VAC | 110VAC | 330.2x228.6mm | 80K7363 1184.53 
@ 63-23-710-8 1000VA | 415VAC | 110VAC | 457.2x228.6mm | 80K7364 | 2236.02 
@ 63-23-720-8 2000VA | 415VAC | 110VAC | 457.2x330.2mm | 80K7365 3557.13 
> CONTINUED > > CONTINUED > 
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LINE PROTECTION @ Indicates RoHS Compliant 4] Find Datasheets Online 


POWER LINE FILTERS 


FN350 SERIES HIGH POWER FILTER FOR DRIVES (CONT.) FN2030 SERIES GENERAL-PURPOSE 
Leakage Price Each EMI FILTER WITH HIGH ATTENUATION | | HISCHAFFNEL 
Current | Current | Voltage | Inductance Ipsec ie] PERFORMANCE 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-4+ Features RoHS 
Screw © Current ratings from 1 to 30A Gee tinaian 
© FN350-12-29 12A 49mA_| 250VAC | _7.5mH 85K8072 | 120.48 High performance filter attenuation : 
ee High differential mode attenuation AY @ 


Optional medical versions (B type) 
Optional safety versions (A type) 
Optional overvoltage protection 


FN2000 SERIES COMPACT SINGLE- 1 | HI SCHAFFNELF 


PHASE FILTERS 
RoHS 
Compliant = 
<—S>> Sete Leakage Price Each 
a ae (q} Mtg. PartNo. | Rating | Max | Rating | Min | StockNo, | 1.4 
2 i : Quick Connect, Commercial Version 
<< ie Bey wa 9% 9 @ FN2030-1-06 1A 340A 250VAC 20mH 06M3247 7.30 
i, ——— @ FN2030-3-06 3A 520uA 250VAC 14mH 06M3252 14.90 
FN2020 FN2070 pueore © FN2030-6-06 6A 730uA | 250VAC 8mH 06M3255 | 16.20 
For general-purpose filtering requirements. Compact form factor for applications in which space is at a premium @ FN2030-8-06 8A 730A 250VAC 8mH 06M3256 17.96 
including precision instrumentation, switched-mode power supplies and motor drives. All are provided in @ FN2030-10-06 10A 730uA 250VAC 8mH 06M3248 21.35 
chassis-mount metal housings. Mfg. part nos. ending in -06 have industry-standard size fast-on connection; 
those ending in -07 have wire leads. @ FN2030-12-06 12A 870uA | 250VAC 4mH 06m3249 | 19.78 
Leakage Price Each @ FN2030-20-06 20A 870NA | 250VAC 4mH 06m3251 | 26.53 
Current Current Voltage Inductance el Quick Connect, Medical Version 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-4+ @ FN2030B-3-06 3A 2uA 250VAC 14mH 06M3258 15.00 
Quick Connect, Dual X-Capacitor Filter © FN2030B-12-06 12A 2uA | 250VAC 4mH 06m3257 | 19.76 
@ FN2020-1-06 1A 740uA 250VAC 412mH 66F8741 18.14 Screw, Commercial Version 
@ FN2020-2-08 as TAQWA | 260VAC | 2.6mH  [RESGRSCAE A EIA © FN2030-30-08 30A__| 0.87mA | 250VAC | 2mH 06m7271_| 47.29 
@ FN2020-6-06 6A 740uA 250VAC 1mH 66F8743 — PIM 89356 
@ FN2020-10-06 10A 740uA 250VAC 800uH 01M7865 19.76 
@ FN2020-12-06 12A 740uA 250VAC 700uH 85K8038 15.26 
@ FN2020-20-06 20A 740uA 250VAC 600uH 66F8747 23.70 ST eee GMEICR MCHC | | | | | SC H ra FFN e i. 
Quick Connect, Dual X-Capacitor Filter, Medical Version PREFORMANCE 
@ FN2020B-6-06 6A 0.002mA 250VAC 1mH 60K9602 14.85 Features RoHS 
Quick Connect, Dual X-Capacitor with 2 Inductor Filter : Cire rata from 1 to 20A z Gop tinsian 
@ FN2060-6-06 6A 734uA 250VAC 970uH 85K8045 21.37 Wo Stage titer = = fs 
@ FN2060-10-06 10A 734A | 250VAC | 800uH 85K8041 | 23.77 Ae ala la ied W G 
@ FN2060-12-06 12A 734uA 250VAC 580uH 93K6558 24.68 ® Optional medical versions (B type) 
@ FN2060-16-06 16A 734uA | 250VAC 650H1H 85K8042 35.66 © Optional overvoltage protection 
@ FN2060-20-06 20A 734uA 250VAC 600uH 66F8755 40.45 
Quick Connect, High-Performance Dual X-Capacitor with 2 Inductor Filter 
@ FN2070-3-06 3A 734uA 250VAC 9.8mH 66F8758 25.19 
@ FN2070-6-06 6A 734uA 250VAC 7.8mH 66F8759 34.91 - 
— Leakage Price Each 
@ FN2070-10-06 10A 734uA 250VAC 4.5mH 93K7561 44.95 Current Current Voltage Inductance = at 
@ FN2070-12-06 12A 734uA 250VAC 3.25mH 85K8046 58.63 Mfg. Part No. Rating Max Rating Min. Stock No. 1-4+ 
@ FN2070-16-06 16A 734uA 250VAC 2.8mH 85K8047 65.92 Quick Connect, Commercial Version 
Quick Connect, High-Performance Dual X-Capacitor with 2 Inductor Filter, Medical Version @ FN2090-1-06 1A 500uA 250VAC 20mH 06M3260 18.19 
@ FN2070B-6-06 6A 0.002mA 250VAC 7.8mH 97H8317 31.70 @ FN2090-3-06 3A 500UA 250VAC 14mH 06M3266 22.81 
@ FN2070M-6-06 6A 734uA 250VAC 7.8mH 91B2287 35.31 @ FN2090-8-06 8A 670uA 250VAC 8mH 06M3268 32.31 
Quick Connect, Multistage Filter with Differential Inductor @ FN2090-10-06 10A 670pA 250VAC 8mH 06M3261 30.08 
@ FN2080-3-06 3A 734uA 250VAC 9.8mH 85K8049 22.97 @ FN2090-12-06 12A 1.02mA 250VAC 4mH 06M3262 38.68 
@ FN2080-6-06 6A 734uA 250VAC 7.8mH 85K8050 33.83 @ FN2090-16-06 16A 1.02mA 250VAC 4mH 06M3263 48.84 
Quick Connect, Single X-Capacitor Filter @ FN2090-20-06 20A 1.02mA 250VAC 2.7mH 06M3265 58.49 
@ FN2010-1-06 1A 740uA 250VAC 12mH 66F8733 11.44 Quick Connect, Medical Version 
@ FN2010-3-06 3A 740uA 250VAC 2.5mH 85K8036 5 @ FN2090B-3-06 3A 2uA 250VAC 14mH 06M3270 23.00 
@ FN2010-6-06 6A 740uA 250VAC 1mH 85K8037 5 @ FN2090B-6-06 6A 2uA 250VAC 8mH 06M3271 25.08 
@ FN2010-10-06 10A 740uA 250VAC 800uH 66F8736 _ @ FN2090B-12-06 12A 2uA 250VAC 4mH 06M3269 36.00 
@ FN2010-12-06 12A 740uA 250VAC 700yH 66F8737 3.54 Stud, Commercial Version 
@ FN2010-16-06 16A 740uA 250VAC 700uH 85K8034 6.71 @ FN2090-20-08 20A 1.02mA 250VAC 2.7mH 12P8984 69.89 
@ FN2010-20-06 20A 740uA 250VAC 600uH 85K8035 21.64 PIM_89357 
Quick Connect, Single X-Capacitor Filter, Safety Version 
@ FN2010A-6-06 6A 0.074mA 250VAC 4mH 60K9583 12.87 SINGLE AND TWO PHASE EMCIRFI | | | | | SC H a FFN e c 
Stud, Dual X-Capacitor Filter FILTERS FOR INDUSTRIAL ELECTRONICS 
@ FN2020-30-08 30A 870uA 250VAC 670HH 04m4520 43.36 Features RoHS _ 
@ FN2020-60-24 60A 870uA | 250VAC imH 85K8040 | 171.56 @ Excellent filter performance for appilcations with Seren 
Stud, Dual X-Capacitor with 2 Inductor Filter e Ss idle aatieetery up to 2x 520VAC A 7) 
@ FN2060-20-08 20A 734uA 250VAC 600uH 85K8043 46.39 (P-P) availabile = 
@ FN2060-30-08 30A 867A 250VAC 600uH 85K8044 68.00 e Fast and comfortable snap-in installation on TS : 
Stud, High-Performance Dual X-Capacitor with 2 Inductor Filter Siaalirpete ae ay 
— e Industrial grade terminal blocks for unsurpassed An 
@ FN2070-36-08 36A 867A 250VAC 1.23mH 3009764 86.61 electrical safety = 
Stud, Single X-Capacitor Filter ~ ~ 
@ FN2010-30-08 30A 870uA | 250VAC 700HH 66F8740 36.87 ; 
Wire Leaded, High-Performance Dual X-Capacitor with 2 Inductor Filter Leakage Price Each 
@FN2070-6-07 OA _ | OsfsAiniy<|250VAG Z GAGA || 72 Mfg. Part No. Rating “tax re 1-4+ 
@ FN2070-10-07 10A 734uA 250VAC 4.5mH 89M5169 13.73 Quick Connect, DIN Rail Mount 
Wire Leaded, Single X-Capacitor Filter @ FN2412-8-44 BA 3.4mA 250VAC 55K4053 87.15 
@ FN2010-3-07 3A 0.74mA 250VAC si 94B5717 13.32 @ FN2412-16-44 16A 3.4mA 250VAC 57K2955 77.90 
PIM_7562 


> CONTINUED > 


864 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


LINE PROTECTION 


POWER LINE FILTERS 


SINGLE AND TWO PHASE EMC/RFI FILTERS FOR INDUSTRIAL Chassis (CONT.) 
ELECTRONICS (CONT.) CORCOM EP/VP SERIES RFI FILTERS (CONT.) 
Leakage | Price Each Leakage Price Each 
Current Current Voltage Current Current Voltage Inductance iene 
Mfg. Part No. Rating Max Rating Stock No. 1-4+ Mfg. Part No. Rating Max Rating Min. Stock No. 1+ 

Quick Connect, DIN Rail Mount Quick Connect 
@ FN2412-25-33 25A 3.4mA 250VAC 57K2960 91.43 @ 3EP1 3A 360uA 250VAC 14.12mH 52K3862 30.39 
@ FN2412-32-33 32A 3.4mA 250VAC 60K9662 110.50 @GEP1 6A 360uA 250VAC 17.46mH 52K4487 63.66 
@ FN2412-45-33 45A 3.4mA 250VAC 60K9663 114.58 @ 10EP1 10A 360uA 250VAC 14.26mH 52K4488 77.83 
Quick Connect, Flange Mount @ 20EP1 20A 360uA 250VAC 4.56mH 52K3865 55.40 
@ FN2410-8-44 8A 3.4mA 250VAC §2K7380 58.52 @ 20VP1 20A 1.27mA 250VAC 4.56mH 52K4490 58.72 

@ FN2410-16-44 16A 3.4mA 250VAC 52K7376 65.97 Stud 

@ FN2410-60-34 60A 3.4mA 250VAC 60K9652 169.24 @ 20EP6 20A 360uA 250VAC 4.56mH 52K3307 63.09 

@ FN2410-80-34 80A 3.4mA 250VAC 60K9653 186.16 Wire Leaded 

@ FN2410-100-34 100A 3.4mA 250VAC 60K9650 203.08 @ 3EP3 3A 360pA 250VAC 14.12mH 52K3863 31.20 
Screw, Flange Mount @ GEP3 6A 360uA 250VAC 17.46mH 87K2509 57.88 
@ FN2410-45-33 45A 3.4mA 250VAC_ | 60K0024 99.22 PIM_5512007 

PIM_88719 


RDEN SERIES COMPACT EMI FILTERS 
@ High attenuation 

© Stud terminal connection 

© Compact size 

© Operating temperature: -30°C to 85°C 


TDK:Lambda 
Gepiinaan 


Current Price Each 
Mfg. Part No. Rating Rating Stock No. [torn 
Stud 
RDEN-048050 50A 48VDC 78X5334 52.07 
PIM_212759 
CORCOM EF SERIES 
RFI FILTERS 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


EF Series are general purpose filters effectively providing RFI control of line-to ground noise. The design is 


CORCOM FED SERIES THREE-PHASE EXTERNAL 
POWER LINE FILTER 
FOR FREQUENCY 
CONVERTERS 


AUTHORIZED DISTRIBUTOR 
RoHS — 
Compliant 
Available 
Wi 


FCD series filters provide three phase filtering for frequency inverters and variable speed motor drives. 
Designed for very noisy Delta applications, they attenuate conducted interference at low and high frequency 
ranges and better protect programmable logic controllers from RF noise on the AC power line. These filters 
perform best when installed on the line side of the motor drive. Prevents noise from returning to the line, enabling 
equipment to meet strict European regulations on RFI. 


Leakage Price Each 
Current Current Voltage Inductance 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 

Screw Clamp 

@ 6FCD10 6A 4.9mA 480VAC te 60R5699 167.60 
@ 16FCD10 16A 4mA 480VAC 4.5mH 52K4520 389.78 
@ 25FCD10 25A 9.8mA 480VAC 4mH 52K4521 325.27 
@ 36FCD10 36A 9.8mA 480VAC 1.7mH 52K4522 402.35 

PIM_79436 


CORCOM H SERIES RFI POWER LINE FILTERS FOR 
MEDICAL EQUIPMENT 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


compact and meets the very low leakage current requirements of VDE portable equipment as well as (120 Volt) 
UL544 non-patient medical equipment. Models with F suffix have .250” terminals on load side 2 
Leakage Price Each Wi @ 
Current Current Voltage Inductance <r 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 
Quick Connect 
@ 1EF2F 1A 360UA 250VAC es 17R2504 13.57 
@ GEF2F 6A 370UA 250VAC 465uH 99M1051 14.25 
@ 15EF1F 15A 360uA 250VAC 270uH 52K4472 18.44 seen 20EH6 
PIM_80222 @ Minimal leakage current suitable for medical @ @250VAC 50Hz: 5uA 
equipment @ Hipot rating (one minute): 
© Two element circuit provides basic EMI attenuation @ Line-to-Ground: 2250VDC; 20A units 1500VAC 
Leakage Price Each above 1MHz @ Line-to-Line: 1450VDC 
Current Current Voltage Inductance © Designed for easy connection and installation © Line currrent/voltage rated: 120/250VAC max. 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ @ Max. leakage current each line-to-ground: © Operating frequency: 50/60Hz 
Quick Connect ®@ @120VAC 60Hz: 2uA © ULrecognized, CSA certified, VDE approved 
@ 3EP7 3A 360UA 250VAC 14.12mH 52K3864 38.43 Leakage Price Each 
PIM 7261 Current Current Voltage Inductance 
"2 Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 
Quick Connect 
CORCOM EP/VP SERIES RFI G AL Geptimpian @6EHI 6A 5A 250VAC 465uH 52K4464 | 16.18 
! = 
FILTERS Available -— TE @ 10EH1 10A 5uA 250VAC 360uH 52K4465 44.77 
coe @ 20EH1 20A 5uA 250VAC 430uH 19X9814 19.43 
AUTHORIZED DISTRIBUTOR Stud 
. @ 20EH6 20A 5A 250VAC 440uH 19X9815 5.31 
ail } PIM_7420 
" 
_ 
ma IEC 
EP7 EP1 Leakage Price Each 
EP3 Current Current Voltage Inductance 
Reduce conducted noise to acceptable limits for equipment to comply with VDE 0871 requirements and FCC Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 
specifications. Filters provide high insertion losses for line-to-ground and line-to-line emissions throughout Quick Connect 
frequency range. 120/250V, 50/60Hz AC. UL recognized, CSA certified, VDE and SEV approved. @ 3EH1 3A 5uA 250VAC 1mH 18R3110 11.86 
> CONTINUED > > CONTINUED > 


1.800.463.9275 © newark.com 


elementiu 865 


LINE PROTECTION @ Indicates RoHS Compliant 4] Find Datasheets Online 
POWER LINE FILTERS 
IEC (CONT.) Chassis (CONT.) 
Leakage Price Each Leakage Price Each 
Current Current Voltage Inductance Current Current Voltage Inductance 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 
Quick Connect, Back Terminals Stud 
@ 6EH4 6A 5yA 250VAC 465yH 52K4466 15.32 @ 30ESK6 30A 500uA 250VAC 1.73mH 60K0004 66.97 
@ 10EH4 10A SA 250VAC 360HH 52K3834 19.26 @ 30VB6 30A 700uA 250VAC 690uH 52K3296 52.63 
@ 15EH4 15A 2uA 250VAC 52K4467 19.10 @ 30VK6 30A 1mA 250VAC 690uH 52K3472 53.30 
Quick Connect, Back Terminals, Ground Circuit Inductor @ 30VSK6 30A 4.25mA 250VAC 1.73mH 52K4263 67.18 
@ 10EH4C 10A 2uA 250VAC 74K4608 — @ 30VSK6C. 30A 1.25mA 250VAC 1.73mH 52K4264 78.21 
Quick Connect, Bottom Terminals @ 40VK6 40A 700uA 250VAC 590uH 19P8055 65.71 
@ 6GEH9 6A 5A 250VAC 465yH 52K3833 15.68 @ 40VSK6 40A 1.25mA 250VAC 52K4265 72.20 
PIM_5512202 Wire Leaded 
@ 1VB3 1A 700uA 250VAC 1.86mH 52K3846 21.54 
CORCOM K, DK AND SK SERIES RFI FILTERS AND B © 2VB3 2h | 700wA | 250VAC |  530uH | ee 
SERIES GENERAL- = TE © 2VK3 2A ‘mA 250VAC 539uH 74K3517 = 
PURPOSE FILTERS connectivity @ 3EB3 3A 360uA 250VAC 1.76mH 52K3844 19.97 
AUTHORIZED DISTRIBUTOR @ 3VB3 3A 700uA 250VAC 1.76mH 52K4478 13.93 
RoHS @ 3VK3 3A 1mA 250VAC 1.76mH 52K3852 26.27 
Gee tinpian @ 5VB3 5A 700HA | _250VAC 516uH 52K4479_| 13.57 
A 7) @ 5VK3 5A 1mA 250VAC 516uH 52K4257 19.40 
@ 10EB3 10A 360UA 250VAC 495uH 17R2516 9.69 
@ 10VK3 10A 1mA 250VAC 495yuH 80K7534 17.69 
PIM_5512205 


K series general-purpose, common- and differential-mode filters effectively control line-to-line and line- 
to-ground RFI interference. Ideal for uses where pulsed, continuous, and/or intermittent RFI interference is 
present. Maximum leakage: K series: 0.5mA @ 120VAC/60Hz; 1.0mA @ 250VAC/50Hz; EK series: 0.25mA 
@ 120VAC/60Hz; 0.40mA @ 250VAC/50Hz. DK series provide higher line to line attenuation performance 
than the K series. DK series maximum leakage: 0.4mA @ 120VAC/60Hz; 0.7mA @ 250VAC/50Hz. SK series 
high-performance, power line filters significantly outperform K series. Ideal for equipment with high line-to- 
ground and line-to-line conducted emissions. SK series maximum leakage: for 3A, 6A and 10A units, 0.56mA @ 
120VAC, 60Hz; 1.0mA @ 250VAC, 50Hz; for 20A and 30A units, 0.3mA @ 120VAC, 60Hz; 0.5mA @ 250VAC, 
50Hz. Both K, DK and SK series are UL recognized, CSA certified, and VDE approved. 

B series compact, common-mode filters economically provide effective RFI control of line-to-ground noise. 
Maximum 


leakage current: 0.5mA @ 120VAC/60Hz; 1.0mA @ 250VAC/50Hz. Hi-pot rating: 2250VDC line-to-ground; 
tected UL recognized, CSA certified, VDE approved. 
Leakage Price Each 
Current Current Voltage Inductance 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 

Quick Connect 

@ 6VSK7 6A 700UA 250VAC 7.8mH 52K3861 40.77 
@ 10ESK1 10A 360uA 250VAC 7.13mH 52K4484 31.86 
@ 10VSK7 10A 700uA 250VAC 7.13mH 52K4262 49.03 
@ 10VK7 10A 1mA 250VAC 495uH 85K9420 18.94 
Screw 

@ 20ESK6 20A 500uA 250VAC 6.06mH 69K7155 es 
PIM_7260 
Chassis 

Leakage Price Each 
Current Current Voltage Inductance 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 

Quick Connect 

@ 1VB1 1A 700uA 250VAC 1.86mH 52K3845 18.45 
@ 1VK1 1A 1mA 250VAC 1.86mH 52K4481 17.93 
@ 2VB1 2A 700uA 250VAC 539uH 52K3847 12.00 
@ 2VK1 2A 1mA 250VAC 539uH 52K3850 20.00 
@ 3VB1 3A 700uA 250VAC 1.76mH 52K3848 = 
@ 3VSK1 3A 700UA 250VAC 7.06mH 52K4485 33.36 
@ 3VK1 3A 1mA 250VAC 1.76mH 52K3851 20.08 
@ 5EK1 5A 360uA 250VAC 516uH 99M1050 20.29 
@ 5VB1 5A 700UA 250VAC 516uH 52K3849 18.09 
@ 5VK1 5A 1mA 250VAC 516uH 52K3853 15.52 
@ GESK1 6A 360UA 250VAC 8.73mH 52K3859 37.90 
@ 6VDK1 6A 700uA 250VAC 516uH 69K7129 25.12 
@ 6VSK1 6A 700UA 250VAC 8.73mH 73K4359 39.09 
@ 10VB1 10A 700uA 250VAC 495yH 52K4480 19.65 
@ 10VSK1 10A 700uA 250VAC 7.13mH 52K4486 30.93 
@ 10VK1 10A 1mA 250VAC 495uH 52K3297 18.21 
@ 20EK1 20A 360A 250VAC 440uH 52K4256 23.80 
@ 20VB1 20A 700uA 250VAC 440uH 52K4255 27.17 
@ 20VK1 20A mA 250VAC 440uH 52K3298 27.11 
Stud 

@ 10VB6 10A 700uA 250VAC 495uH 52K3294 18.74 
@ 10VK6 10A 1mA 250VAC 495uH 73K4366 21.49 
@ 20VB6 20A 700uA 250VAC 440uH 52K3295 29.08 
@ 20VK6 20A 1mA 250VAC 440uH 52K4258 27.82 
@ 20VSK6 20A 1.25mA 250VAC 6.06mH 52K3306 56.80 

> CONTINUED > 


866 


CORCOM MV SERIES POWER LINE FILTER FOR MEDICAL 
EQUIPMENT 


ZTE 


connectivity 


AUTHORIZED DISTRIBUTOR 


6, 10 Amps. 


MV series power line filters aid compliance with requirements of UL2601, which limits leakage current for patient 
care equipment. These filters take advantage of the changed standard for leakage current and offers improved 
line-to-ground performance. Higher line-to-line performance is achieved through additional differential mode 
tod inductors. Max. leakage current (line to ground) @120VAC/60Hz, 0.07mA; @250VAC/50Hz, 0.15mA. UL 
recognized. CSA certified, VDE approved. 

Leakage Price Each 
Current Current Voltage 
Mfg. Part No. Rating Max Rating Stock No. 1-9+ 

Quick Connect 

@6MV1 6A 130UA 250VAC 52K3885 20.93 

@ 10MV1 10A 130UA 250VAC 52K3886 25.22 

@ 20MV1 20A 130UA 250VAC 52K3887 78.94 
PIM_7404 


CORCOM HZ SERIES HIGH-PERFORMANCE RFI POWER 
LINE FILTERS FOR MEDICAL APPLICATIONS 


connectivity 


AUTHORIZED DISTRIBUTOR 


A J 
4EHS1 20EHZ6 


@ Provides good attenuation to RFI noise in the 
frequency range from 10kHz to 30MHz 

© Size and cost-effective 

@ Designed for easy connection and installation 

@ New versions up to 30A 


Low leakage current (<0.5mA) 

Line currrent/voltage rated: 120/250VAC max. 
Operating frequency: 50/60Hz 

Operating temperature: -10°C to +40°C 

UL recognized, CSA certified, VDE approved 


> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


CORCOM HZ SERIES HIGH-PERFORMANCE RFI POWER LINE FILTERS 


LINE PROTECTION 


POWER LINE FILTERS 


Installation (CONT.) 


FOR MEDICAL APPLICATIONS (CONT.) Leakage Price Each 
Leakage Price Each Current Current Voltage Inductance =e 
Current Current Voltage Inductance TT Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ Quick Connect 
Quick Connect, Chassis Mount @ 3EQ1 3A 380UA 250VAC 32.18mH 52K3878 47.61 
@ 10EHZ1 10A 5yuA 250VAC 4.97mH 4570064 31.87 @3VQ1 3A 1.27mA 250VAC 32.18mH 52K3880 48.13 
Quick Connect, Power Inlet Style @ 6EQ1 6A 510uA 250VAC 48.8mH 52K4502 71.20 
@ 20EHZ7 20A 5yA 250VAC 4.5mH 19X9813 13.71 @ 20EQ1 20A 380uA 250VAC 6mH 52K4504 88.39 
Stud, Chassis Mount Wire Leaded 
@ 20EHZ6 20A | 5yA 250VAC 4.5mH 19X9812 57.57 @ 3VQ3 3A 1.27mA 250VAC 32.18mH 44F3395 52.82 
PIM_195694 PIM_5512210 
CORCOMN SERIES RFI FILTERS FOR SWITCHING POWER Chassis 
SUPPLY = TE Leakage Price Each 
connec tvAy Current Current Voltage Inductance 
Giniohacs piTseLran Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 
RoHS Wire Leaded 
Geiasinpian @ 6E08 GA | S510WA | 250VAC 48.8mH 52K3879 | 81.62 
AL a) PIM_5512209 
Chassis 
Leakage Price Each 
Current Current Voltage Inductance 
Mfg. Part No. Rating Max Rating Min. Stock No. 1+ 
Quick Connect 
@ 1VR1 1A 700uA 250VAC 3.72mH 52K3854 24.40 
@ 2vR1 2A 700uA 250VAC 1.078mH 52K4483 23.19 
@ 3VR1 3A 700yA 250VAC 3.52mH 52K3856 26.12 
@ 5vVR1 5A 700uA 250VAC 1.032mH 52K3857 24.41 
N series high-performance, common-mode, and differential-mode filters are ideal for digital equipment. Max. @ 10VR1 10A 700UA 250VAC 990uH 52K3301 24.68 
line-to-ground leakage @ 120VAC/60Hz: 1.25mA; @ 250VAC/50Hz: 2.10mA. Complies with emission limits of @ 20ER1 20A 360UA 250VAC 880uH 52K4260 53:38 
VDE0871 Level B and FCC Part 15J, Class B requirements. UL recognized. CSA certified. VDE approved. @ 20VR1 0A 700A 250VAC 880uH 52K4261 52.56 
Leakage Price Each Stud 
Mtg.PartNo. | Rating | Max | Rating | Mine | StockNo. | 1+ © i0vRé toa [7oowa [250vac [oa0ur [s2ks303 [28.22 
Quick Connect @ 20VR6 20A 700pA 250VAC 880uH 52K3304 37.38 
@ 6VNt 6A | 2mA 250VAC 4.47mH 52K4508 | 47.87 Wire Leaded 
@ 10VN1 10A 2mA 250VAC 7.83mH 52K3882 81.09 @ 1VR3 1A 700HA 250VAC 3.72mH 52K4482 23.07 
pin eanrs @ 2VR3 2A 700uA 250VAC 1.078mH 52K3855 25.18 
- @ 5VR3 5A 700uA 250VAC 1.032mH 52K3300 24.59 
CORCOM Q SERIES FILTERS *. we 10A 700uA 250VAC 990uH 52K3302 22.48 


ifs 


connectivity 


AUTHORIZED DISTRIBUTOR 


Compliant 
Loan Separpin 
AWG 


Developed specifically for switching power supplies and to be all the power line filtering required to control 
conducted emissions down to 10kHz. High attenuation provided for both common mode and differential mode 
interference throughout the frequency range, with no degradation of performance due to the large peak current 
drawn by switching power supplies. Maximum leakage current, line-to-ground for VQ models at 120VAC/60Hz 
is 1mA; at 250VAC/50Hz is 1.25mA. For EQ models at 120VAC/60Hz is 0.30mA; at 250VAC/50Hz is .50mA. 


Hipot rating line-to-ground, 2250VDC; line-to-line, 1450VDC. UL recognized, CSA certified, VDE approved, and 
only EQ types are SEV approved. Medical version available; go online or call. 
Leakage Price Each 
Current Current Voltage Inductance 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 
Wire Leaded 
@ 3EQ8 3A 380A 250VAC 32.2mH 78K5141 55.41 
PIM_7282 
Installation 
> CONTINUED > 
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CORCOM S, V, W SERIES RFI FILTERS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


ape eT I LOAD UNE I TET L LOAD 
Scat. Cte 
e I = blo — eries 

“ECT hl bt 


These RFI filter series combine line-to-ground interference rejection filters with additional circuitry designed to 
reduce low frequency line-to-line noise and add a balance N = 3 (‘PI’) line-to-line filter with high rejection at 
low frequency to the N = 2 (“L”) and N = 3 (T’) sections to eliminate line-to-ground. Particularly effective when 


applied in equipment using switching type power supplies. SCR and TTL circuits. Maximum leakage current, 
line-to-ground at 120VAC/60Hz, 0.5mA; at 250VAC/50Hz, 1.0mA. UL recognized, CSA certified, VDE approved. 
Leakage Price Each 
Current Current Voltage Inductance 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 
Quick Connect, S Series 
@ 3VS1 3A 700pA 250VAC 1.02mH 52K4491 30.97 
@ 6VS1 6A 700yA 250VAC 1.8mH 52K3866 29.27 
@ 10VS1 10A 700uA 250VAC 1.2mH 52K4492 36.76 
@ 20VS1 20A 700UA 250VAC 960uH 52K4493 76.10 
Quick Connect, V Series 
@3W1 3A 820uA 250VAC 1.03mH 52K4494 33.41 
@owi 6A 820uA 250VAC 1.8mH 52K3867 36.02 
> CONTINUED > 
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POWER LINE FILTERS 


CORCOM S, V, W SERIES RFI FILTERS (CONT.) CORCOMT SERIES POWER LINE RFI FILTERS FOR SWITCHING POWER 
Leakage Price Each SUPPLIES (CONT.) 
Current Current Voltage Inductance 6A 500uA 250VAC 18.5mH 52K3871 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ OCETS ul a So18u 
Quick Connect, V Series PIM.(281 
@10W1 10A 820uA 250VAC 1.2mH 52K4495 41.20 
@20W1 20A 820uA 250VAC 1.8mH 52K3868 72.95 CORCOM EMC SERIES DUAL STAGE RFI POWER LINE 
Quick Connect, W Series FILTERS 
e231 3A 820HA | 250VAC 1.03mH 52K3869 36.85 ahs 
@6vwi 6A 820uA 250VAC 1.9mH 52K4496 18.25 ‘AUTHORIZED DISTRIBUTOR 
@ 10VW1 10A 820uA 250VAC 1.2mH 52K3870 39.67 
@ 20VW1 20A 820uA 250VAC 1.76mH 52K4497 68.58 
Stud, S Series 
@ 20VS6 20A 700uA 250VAC a 83K8184 (230) ‘ 
@ 60VS6 60A 1.25mA 250VAC 270uH 73M8633 122.52 Leakage Price Each 
Current Current Voltage Inductance 
PIM_7374 Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 
Quick Connect 
CORCOM SB SERIES HIGH PERFORMANCE POWER LINE @ 3EMC1 3A 430uA 250VAC 1.58mH 0904732 22.27 
FILTERS @ GEMC1 6A 430uA 250VAC 1.56mH 0904735 26.99 
e eas performance version of B Series RF! power line @ 10EMC1 140A 430uA 250VAC 1.48mH 69K6666 22.77 
grail see witheenhancsd @ 15EMCt 15A 1.52mA | 250VAC 1.04mi 094727 | 42.78 
performance @ 20EMC1 20A 1.52mA 250VAC 840uH 65K8673 48.75 
© 30A version half the size of other Stud 
30A filters 
© Low leakage version available that @ 15EMC6 15A 1.52mA 250VAC 1.04mH 03P0812 40.52 
meets current requirements of VDE @ 20EMC6 20A 1.27pA 250VAC 840uH 73K1748 61.00 
portable equipment and non-patient Wire Leaded 
care medical equipment © 3EMC3 3A 430uA | 250VAC | 1.58mH 65K4474 | 17.64 
Leakage Price Each @ GEMC3 6A 430uA 250VAC 1.56mH 03P0813 24.35 
Current Current Voltage Inductance 
Mig, Part No. Rating Max Rating Min. Stock No. 4.94 @ 15EMC3 15A 1.52mA 250VAC 1.04mH 09J4728 40.32 
Quick Connect PIM_80151 
@ GESB1 6A 360uA 250VAC 1mH 86R9389 18.19 
@ 6VSB1 6A 1.25mA 250V mH 86R9390 14.22 FB SERIES SINGLE PHASE POWER LINE FILTER FOR 
aE: 
© 10vsB1 10A 1.25mA | 250V 1mH 86R9381 | 22.45 FLUORESCENT BALLASTS = TE 
Stud connectivity 
@ 10ESB6 10A 360uA 250VAC 1.4mH 86R9380 22.29 AUTHORIZED DISTRIBUTOR 
@ 10VSB6 10A 1.25mA 250VAC 1.4mH 86R9382 21.60 @) AY 
@ 20ESB6 20A 360uA 250VAC 900UH 86R9384 37.84 
@ 20VSB6 20A 1.25mA 250VAC 900uH 86R9386 30.73 Sepeinian 
PIM_195381 Avaliable 
CORCOM T SERIES POWER LINE G Al Baten 
RFI FILTERS FOR SWITCHING Available 
POWER SUPPLIES © Compact size © Solid lead wires at input and output 
AUTHORIZED DISTRIBUTOR @ 277 VACIVDC ® Ambient temperature 50°C 
© Strong differential mode performance 
Leakage Price Each 
Current Current Voltage 
Mfg. Part No. Rating Max Rating Stock No. 1-9+ 
Wire Leaded 
@ HFB3 500mA 280UA 277V 9473722 17.35 
3, 6 and 10 Amps, T1 6 Amps, T3 45 Amps, T6 15/20 Amps, T1 @2FB3 2A 280U1A 277V 9473723 18.59 
T series RF| power line filters for switching power supplies provide superior common-mode and differential @ 3FB3 3A 280A SN SeTS72e) 17.30 
mode attenuation in a small package. They are effective for very noisy equipment that must meet the emission @ 5FB3 5A 280A 277V 9473725 a 
limits of FCC Parts 15 and 18, or VDE 0871 A-level. In some instances, these filters can help bring equipment Pind 203804 
into compliance with VDE 0871 B-level. Meets the low leakage current requirements of SEV, VDE portable a 
equipment, and (120 volt) UL544 non-patient medical equipment. UL recognized, CSA certified, VDE approved. 
T SERIES, ET MODEL RFI FILTERS. Maximum leakage current line-to-ground for ET models at 120VAC/60Hz 
is 0.30mA; at 250VAC/50Hz is 0.50mA. Use for both line-to-ground (2250VDC hipot rating) and line-to-line DC SERIES RFI LINE FILTERS = 
(1450VDC hipot rating) application. = TE 
T SERIES, VT MODEL RFI FILTERS. Maximum leakage current line-to-ground for VT models at 120VAC/60Hz connect) 
is 0.75mA (10A) and 1.25mA (15A); at 250VAC/50Hz is 1.25mA (10A) and 2.10mA (15A). Use for both line-to- aiiianises BETABITOR 
ground (2250VDC hipot rating) and line-to-line (1450VDC hipot rating) application. 7 
Leakage Price Each A G 
Current Current Voltage Inductance 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 
Quick Connect, ET Model 
@ 3ET1 3A 500uA 250VAC 36.8mH 52K4499 47.89 
@6ET1 6A 500uA 250VAC 18.5mH 52K4500 43.88 
@ 10ET1 10A 500uA 250VAC 9.5mH 52K4501 65.56 Features: © Max. operating voltage: 80 VDC 
Quick Connect, VT Model © General purpose line filters © Hipot rating (one minute): Line to ground: 2250 
© For DC applications up to 125VDC VDC, Line to line: 1450 VDC 
@ 1ovT" 10A 1.2mA 250VAC 9.5mH SE 65.55 @ Flange mounting © Operating temperature: -10°C to +55°C 
@ 15VT1 15A 2mA 250VAC 5.07mH 52K3875 99.48 Specifications: 
@ 20VT1 20A 2mA 250VAC i 52K3877 61.23 Currant Voltage Inductance Price Each 
Stud, ET Model Mfg. Part No. Rating Rating Min. Stock No. 1+ 
@ 15ET6 15A 500uA 250VAC 5.07mH 52K3308 90.78 Phoenix 
Stud, VT Model @ 15DCF10 15A 80VDC 451yH 82K7932 118.85 
@ 15VT6 15A 2mA 250VAC 5.07mH 52K3876 87.58 
Wire Leaded, ET Model 
> CONTINUED > > CONTINUED > 
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DC SERIES RFI LINE FILTERS (CONT.) 


Current Voltage Inductance Price Each 
Mfg. Part No. Rating Rating Min. Stock No. 1+ 
Stud 
@ 15DCF6 15A 80VDC 451uH 29M8474 88.93 
@ 30DCF6 30A 80VDC 700uH 52K4528 126.26 
@ 60DCF6 60A 80V 351yH 54H3664 169.62 
PIM_209607 


CORCOM HT SERIES HIGH-PERFORMANCE RFI POWER 
LINE FILTERS 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


20EHT1 
© Suitable for medical equipment 


20EHT6 
@250VAC 50Hz: 5A 


e 
© Size and cost-effective @ Hipot rating (one minute): 
@ Provides good attenuation to RFI noise in the @ Line-to-Ground: 2250VDC; 20A units 1500VAC. 
frequency range from 10kHz to 30MHz @ Line-to-Line: 1450VDC 
@ Designed for easy connection and installation @ Line currrent/voltage rated: 120/250VAC max. 
@ Max. leakage current each line-to-ground: © Operating frequency: 50/60Hz 
@ @120VAC 60Hz: 2uA @ UL recognized, CSA certified, VDE approved 
Leakage Price Each 
Current Current Voltage Inductance 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 
Quick Connect 
@ 6EHT1 6A 5uA 250VAC 18.5mH 52K4509 42.30 
@ 10EHT1 10A 5yuA 250VAC 9.5mH 99M1046 65.64 
@ 15EHT1 15A 5yuA 250VAC 5.07mH 52K4267 92.52 
@ 20EHT1 20A 5yA 250VAC 2.88mH 19X9809 85.58 
Quick Connect, Power Inlet Style 
@ 20EHT7 20A 5yuA 250VAC 3.88mH 19X9811 ees 
Stud 
@ 20EHT6 20A | 5A 250VAC 3.88mH 19X9810 95.77 
PIM_211880 


HLD 110 SERIES RADIO INTERFERENCE 
SUPPRESSION - 
FILTERS 


BLOCKES 
www.blackusa.com 
RoHS _ 
Compliant 
Available 


© Rated voltage 3 x 520 Vac 
® Voltage range 0 to 520 Vac 
© Rated current 3 x 8 to 3 x 250A 


Leakage current 20.00 to 37.00 mA 
Ambient temperature max. 50°C. 
Degree of protection IP 20 


Leakage Price Each 
Current Current Voltage 
Mfg. Part No. Rating Max Rating Stock No. 1+ 

Screw Clamp 

@ HLD 110-500/8 8A 20mA 520VAC 54X2763 90.14 
@ HLD 110-500/12 12A 20mA 520VAC 54X2757 94.19 
@ HLD 110-500/16 16A 21mA 520VAC 54X2759 101.13 
@ HLD 110-500/30 30A 29mA 520VAC 55X2483 145.25 
@ HLD 110-500/42 42A 20mA 520VAC 55X2484 161.98 
@ HLD 110-500/55 55A 30mA 520VAC 55X2485 208.44 
@ HLD 110-500/75 75A 22mA 520VAC 54X2762 271.70 
@ HLD 110-500/100 100A 30mA 520VAC 54X2756 402.54 
@ HLD 110-500/130 130A 22mA 520VAC 54X2758 423.64 
@ HLD 110-500/180 180A 31mA 520VAC 54X2760 647.19 
@ HLD 110-500/250 250A 37mA 520VAC 54X2761 762.04 

PIM_212884 
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LINE PROTECTION 
POWER LINE FILTERS 


| | HISCHAFFNeF 


_, RoHS 
: ——™ Compliant 
=o P | Available 


FN356 series filters for high-current applications. Fully compliant with IEC 950, ideal for mainframe computer 


HIGH-CURRENT FILTERS 


systems. Single-stage LCR circuit for each phase, neutral line provides high attenuation of symmetrical and 
asymmetrical interference. Max. voltage: 440VAC @ 40°C. Operating frequency: DC to 60Hz @ 40°C. UL 
recognized, CSA certified, VDE approved, SEV approved. 
Leakage Price Each 
Current Current Voltage Inductance 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-4+ 

Quick Connect 

@ FN356-25-33 25A 430uA 440VAC 1.3mH 88F2319 = 

@ FN356-36-33 36A 430uA 440VAC 950uH 85K8088 _ 

@ FN356-100-34 100A 1.33mA 440VAC 320uH 85K8087 847.27 

Stud 

@ FN356-50-24 50A 430uA 440VAC 550uH 85K8089 472.16 
PIM_31173 


FN3025/26 SERIES COMPACT 3-PHASE 
LOW LEAKAGE PLASTIC FILTERS 


| | IISCHAFFNeL 
b\ 


<2> 
FN3026 Type 
FN3025 Type 
FN3025/26 series offer a extremely compact 3-Phase filtering solution that is ideal for motor and servo drives. 
Terminals include captive hinged covers at no extra cost. They are also compatible with tough leakage and 
sensitive earth leakage detector requirements. Housed in a plastic without the use of potting compounds makes 
these units environmentally friendly. Rated 520VAC, 50/60Hz. 
Leakage Price Each 
Current Current Voltage 
Mfg. Part No. Rating Max Rating Stock No. 1-4+ 
Screw, Chassis Mount 
@ FN3025HL-20-71 20A 400yA 520VAC 33M8449 109.82 
@ FN3025HP-20-71 20A 2.5mA 520VAC 33M8452 111.55 
@ FN3025HL-30-71 30A 400uA 520VAC 33M8450 = 
@ FN3025HP-30-71 30A 2.5mA 520VAC 33M8453 164.21 
@ FN3025HL-50-72 50A 400uA 520VAC 33M8451 141.68 
@ FN3025HP-50-72 50A 2.5mA 520VAC 33M8454 153.17 
Screw, DIN Rail Mount 
@ FN3026HL-20-71 20A 400uA 520VAC 33M8455 118.10 
@ FN3026HP-20-71 20A 2.5mA 520VAC 33M8457 122.68 
@ FN3026HL-30-71 30A 400uA 520VAC 33M8456 145.94 
PIM_90473 


FN3258 SERIES ULTRA-COMPACT 
3-PHASE FILTER 


Features 

© 7 to 75A current ratings 

e Exceptional attenuation from 150 
kHz to 30 MHz 

@ Excellent saturation resistance to 
50 m cable length 

© Very compact footprint and low 
weight. 


| | HISCHAFFNeF 


i 
Leakage Price Each 
Current Current Voltage 
Mfg. Part No. Rating Max Rating Stock No. 1+ 
Screw 
@ FN3258-7-45 7A 33.04mA 480VAC 85K8070 = 
PIM_79520 
Waiccs elementiy 869 


LINE PROTECTION 


POWER LINE FILTERS 


FN 3270 SERIES 3-PHASE FILTERS 


| | IiSCHaFFNer 
eer 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


FN 3359 SERIES HIGH-CURRENT 3-PHASE FILTERS (CONT.) 

FN 3359 series are compact high-current three-phase EMC/RFI filters for Class A compliance. Typical 
applications include high power motor drives, inverters, converters, machinery and mining equipment. FN 
3359HV versions designed for 690VAC IT power networks are also available; go online or call. 


e Leakage Price Each 
NY @ Current Current Voltage zeae 
Mfg. Part No. Rating Max Rating Stock No. 1-4+ 
Quick Connect 
: ili ee ee ° “: ‘a performance accoding to EN 61800-3/ @ FN3359-320-99 320A 6mA 520VAC 89M5171 1342.62 
asy, time saving installation and contacting 
© Optional protective safety covers available below @ FN3359-400-99 400A 6mA S20VAC 8501727 1559.14 
FN 3270 series compact three-phase EMC/RF_ filters offer 15 different filter models for choice and deployment @ FN3359-600-99 600A 6mA 520VAC 31C8317 1948.95 
in industrial motor drive applications. Stud 
Leakage Price Each @ FN3359-150-28 150A 6mA 520VAC 31€8318 866.19 
Current Current Voltage AR0~ 
Mfg. Part No. Rating Max Rating Stock No. 41-4+ = ee _ = —~ — — 934.20 
Quick Connect —— wl ANSO02 
@ FN3270H-10-44 10A 26.4mA 520VAC 06M7319 98.71 Price Each 
@ FN3270H-20-44 20A 26.4mA 520VAC 02M8368 111.58 Mfg. Part No. Description Stock No. 1-1-4+ 
@ FN3270H-35-33 35A 29.4mA 520VAC 97H4259 133.25 @ ACCESSORIES-PLASTIC COVER 2.3 Protective Cover 87H9387 107.46 
@ FN3270H-50-34 50A 29.4mA 520VAC 84H0701 234.03 PIM_146404 
@ FN3270H-65-34 65A 29.4mA 520VAC 60K9749 291.18 
@ FN3270H-100-35 100A 29.4mA 520VAC 26K1322 425.77 FN 258 SERIES THREE-PHASE 
@ FN3270H-150-99 150A 59.5mA 520VAC 60K9744 687.81 EMC/RFI FILTERS | | | | | sc H d FFN e C 
@ FN3270H-200-99 200A 59.5mA 520VAC 60K9745 1031.75 : Rots 
@ FN3270H-400-99 400A 59.5mA 520VAC 58K5310 exe Pie, Gee tinoiat 
8 Une ga, Wailable 
Screw = = 
@ FN3270H-10-29 10A 29.4mA 520VAC 26K1320 106.27 ees 
@ FN3270H-20-29 20A 26.4mA 520VAC 85H0666 116.31 
Price Each 2g 
Mfg. Part No. Description Stock No. 1-1-4+ = 
@ 1151-047 Protective Cover, 150A to 600A Versions 7357933 92.17 g = 
PIM_146402 \ 


FN 3280 SERIES 3-PHASE AND NEUTRAL 


LINE FILTERS 

@ Available up to 600A 

© Compact, space saving design, optimized for 
industrial equipment 

© Combines exceptional attenuation with low 
leakage current 


[ Se, 

© Suitable for machines in mixed/domestic environ- Ci ; 
ments (Class A/B) 4 

@ Increases also the immunity if operated directly i 


| | HISCHAFFNeF 
Sey er 


on the mains input 
FN 3280 series when used as a mains input 


filter provides enough performance to to ensure , 

EMC compliance of machinery in mixed (Class 

A) or even domestic (Class B) environments. 

Typical applications include industrial equipment, 

machinery, machine tools and diverse process automation systems with three-phase and neutral electricity 
supply. Because of the relatively low leakage current, may even be used for some medical devices. 

Leakage Price Each 
Current Current Voltage 
Mfg. Part No. Rating Max Rating Stock No. 1-4+ 

Quick Connect 

@ FN3280H-8-29 8A 1mA 520VAC 53K1703 168.47 
@ FN3280H-16-29 16A 1mA 520VAC 53K1701 159.49 
@ FN3280H-25-33 25A 1mA 520VAC 88H2757 252.80 
@ FN3280H-36-33 36A 1mA 520VAC 88H2759 282.70 
@ FN3280H-64-34 64A 1mA 520VAC 88H2761 419.91 
@ FN3280H-80-35 80A 1mA 520VAC 88H2763 558.36 
@ FN3280H-120-35 120A 1mA 520VAC 88H2764 825.27 
@ FN3280H-160-40 160A 1mA 520VAC 60K9757 998.35 
@ FN3280H-200-40 200A 1mA 520VAC 99K2142 1091.00 
@ FN3280H-300-99 300A 1mA 520VAC 50R8700 1241.38 
@ FN3280H-600-99 600A 1mA 520VAC 14R8165 1455.21 
PIM_146403 


FN 3359 SERIES HIGH-CURRENT 
3-PHASE FILTERS 


| | HISCHAFFNeF 


Setar 
= Compliant 
Zr Available 
=e Adis 
ll 0 
| | 
© Off-the-shelf high-power filter for rated currents 


up to 2500A 
@ Max. leakage current @ 480VAC/50Hz: <6mA 


@ Busbar for convenient and universal electrical 
connection 
© Optional protective safety covers available below 


> CONTINUED > 


870 


FN258-16/07 
3-phase filter designed for variable frequency motor drives. 480VAC rated two-stage design is optimized for 


drives with output cable lengths to 150’ (50m). Current ratings range from 7 to 180A. Use in applications to 
bring systems with variable frequency motor drives into compliance with EN55011 and EN55014. Last two digits 
indicates the connector output. Versions with low leakage currents available, go online or call. 
Leakage Price Each 
Current Current Voltage Inductance 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-4+ 

Quick Connect 

@ FN258-16-29 16A 18.3mA 480VAC 3mH 88F3498 215.35 
@ FN258-30-33 30A 24.2mA 480VAC 2mH 85K8058 254.16 
@ FN258-42-33 42A 25.8mA 480VAC 1.5mH 85K8059 347.74 
@ FN258-55-34 55A 25.8mA 480VAC 1.1mH 85K8062 393.37 
@ FN258-75-34 75A 25.8mA 480VAC 900uH 85K8064 493.78 
@ FN258-100-35 100A 25.8mA 480VAC 900uH 85K8054 542.49 
@ FN258-130-35 130A 30mA 480VAC 600uH 50B6991 738.20 
@ FN258-180-40 180A 30mA 480VAC 130uH 85K8056 1014.35 
Wire Leaded 

@ FN258-16-07 16A 18.3mA 480VAC 3mH 85K8055 188.71 
@ FN258-30/07 30A 24.2mA 480VAC 2mH 85K8057 222.82 
@ FN258-42-07 42A 25.8mA 480VAC 1.5mH 85K8060 345.34 
@ FN258-55-07 55A 25.8mA 480VAC 1.1mH 85K8061 416.16 
PIM_7563 


FN351 SERIES HIGH-PERFORMANCE 
3-PHASE FILTERS 


| | HISCHAFFNeF 


RoHS _ 
Compliant 
Available 


Ideal for variable frequency inverters and motor drives, these 3-wire filters feature high differential and common 
mode attenuation. Fully insulated safety contacts for blind installations. High leakage current to ground. Must be 
installed in a wired ground industrial environment. Rated 440VAC, 50/60Hz. UL recognized. 
Leakage Price Each 
Current Current Voltage Inductance 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-4+ 
Screw Clamp 
@ FN351-25-33 25A 28mA 440VAC 2.2mH 85K8077 257.12 
@ FN351H-25-33 25A 32.7mA 520VAC 2.2mH 85K8083 294.43 
@ FN351-36-33 36A 28mA 440VAC 1.3mH 91F4407 279.99 
@ FN351H-36-33 36A 32.7mA 520VAC 1.3mH 85K8084 307.31 
@ FN351H-50-33 50A 32.7mA 520VAC 800uH 83F5424 314.02 
> CONTINUED > 
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LINE PROTECTION 


POWER LINE FILTERS 


FN351 SERIES HIGH-PERFORMANCE 3-PHASE FILTERS (CONT.) CORCOM BCF SERIES COMPACT THREE PHASE FILTERS 
Leakage Price Each : iS, TE 
Current Current Voltage Inductance ones vey 


Mfg. Part No. Rating Max Rating Min. Stock No. 1-4+ SUHISHEES GIGREUTGE 
Screw Clamp fe 
@ FN351-64-33 64A 29.5mA 440VAC 650uH 07J1076 336.22 Al 
@ FN351H-64-33 64A 32.7mA 520VAC 650uH 94B8994 304.73 
@ FN351-80-34 80A 31.8mA 440VAC 850uH 93K7565 645.49 


== 


@ FN351-110-35 110A 31.8mA 440VAC 500yuH 83F5417 739.47 et 

@ FN351H-110-35 110A 38mA 520VAC 500uH 85K8080 835.84 =A “ 

PIM 18635 @ Help save space with a compact, light-weigh' cantly reduced leakage current 
book-form design Applications 


@ Provide an easy connection and prevent inadvert- 3-phase inverters & converters 


FN355 SERIES LOW-CURRENT 3-PHASE | | ||| GCHA@FFMEL —¢ Proce aneasy omectono rng minds wih © Process automaton equpment 
FILTERS threaded bolts (BCF6) © Elevators & escalators 
RoHS @ Prevent nuisance tripping of Residual currentand @ Machine tools 
Gee sinpiat Ground Fault Interrupt Circuit Breakers by signifi- 
nate Leakage Price Each 
Current Current Voltage Inductance 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-9+ 
Screw Clamp, Limited Leakage Current 
7BCF6R 7A 8.7mA 277VAC 2.43mH 821128 159.34 
16BCF6R 16A 8.7mA 277VAC 2.01mH 821123 168.23 
30BCF6R 30A 8.7mA 277VAC 1.6mH 821125 170.48 
Low current 3-phase ters for 4-wire applications to 440VAC. Filters have 3 phases plus neutral. Compact size Z2BCFER 2A 8.7mA TTIVAG 1.6mH 82Y1126 224.28 
unit is only 3.4 x 2.1 x 1.6”. Low leakage current to ground. 
Leakage Price Each 55BCF6R 55A 8.7mA 277VAC 1.8mH 821127 251.05 
Current Current Voltage Inductance ———| 75BCF6R 75A 8.7mA 277TVAC 1.06mH 821129 293.59 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-4+ 100BCF6R 100A 8.7mA 277VAC 0.8mH 82Y1121 333.09 
Quick Connect 130BCF6R 100A 8.7mA 277VAC 0.8mH 821122 396.21 
@ FN355-3-05 3A 70pA 440VAC ‘mH 91F4401 42.51 180BCF6R 180A 82mA 277VAC 0.34mH 82¥1124 678.35 
@ FN355-10-05 10A 70uA 440VAC 200uH 85K8085 51.52 Stud 
PIM_15632 @ 7BCF10 7A 30mA 480VAC 2.44mH 14N8381 117.66 
@ 16BCF10 16A 30mA 480VAC 2.32mH 14N8382 147.99 
CORCOM A SERIES THREE-PHASE RFI POWER LINE @ 30BCF10 30A 30mA 480VAC 1.61mH 14N8383 160.30 
FILTERS @ 42BCF10 42A 30mA 480VAC 1.14mH 14N8384 238.06 
@ 55 BCF10 55A 30mA 480VAC 1.8mH 14N8385 307.30 
STORED BETOIRUTOR @ 75BCF10 75A 30mA 480VAC 1.08mH 14N8386 357.99 
RoHS @ 100BCF10 100A 30mA 480VAC 820uH 14N8387 507.40 
Gepiinaen @ 130BCF10 130A 30mA 480VAC 560uH 14N8388 523.55 
@ 180BCF10 180A 30mA 480VAC 720uH 14N8389 710.94 
Stud, Limited Leakage Current 
‘A 7BCF10R 7A 8.7mA 277VAC 2.43mH 4175348 148.46 
. eae ae ne , , , ‘ 16BCF10R 16A 8.7mA 277TVAC 2.01mH 4174865 172.99 
Hig tena YE Date porns oar ve see, Meuron tee Ovi apron | 30K | ef | OTC | 1608 — ( 
Leakage Price Each 42BCF10R 42A 8.7mA 277VAC 1.6mH 4174920 234.12 
Current Current Voltage Inductance <= 55BCF10R 55A 8.7mA 277VAC 1.8mH 4174976 298.40 
Mfg. Part No. Rating Max Rating Min. Stock No. 1-4+ 75BCF10R 75A 8.7mA 277VAC 1.06mH 4175351 351.06 
Stud, Dual Stage 100BCF10R 100A 8.7mA 277VAC 0.8mH 4174848 = 
@ 30AYT6C 30A 3.4mA 250VAC 3.32mH 52K3895 466.02 130BCF10R 130A 82mA 277VAC 0.55mH 4174857 534.45 
@ 45AYT6C 45A 3.4mA 250VAC 2.22mH 70K8747 —_ 180BCF10R 180A 82mA 277VAC 0.34mH 4174868 891.72 
@ GOAYT6C 60A 3.4mA 250VAC 1.48mH 52K4527 782.46 PIM_137274 
Stud, Single Stage 
@ 20AYP6C 20A 3.4mA 250VAC 4.44mH 52K4523 357.49 
@ 30AYP6C 30A 3.4mA 250VAC 1.97mH 52K4524 374.95 
@ GOAYP6C 60A 3.4mA 250VAC 740uH 52K4525 513.94 
Price Each =g: . 
Mfg. Part No. Description Stock No. 1-1-9+ Vendor Approved Modification 
@ AA4OG Kit, End Bell, 20/30 Amp Models 99F7735 373.50 i > 2 . — 
a At End Beli saved Amp Moves B2BTUSE eae Panel Meters and Switches designed to your specs 
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ISO 


ON TRANSFO 


ERS 


CHASSIS MOUNT POWER TRANSFORMERS 


G-mre.stor 


Style H 


Style X 


HAMMOND 
MANUFACTURING... 


Style C 


RoHS 
Compliant 
Available 


Chassis mount, channel bracket, split bobbin power transformers do not require an electrostatic shield due to 
low primary-to-secondary coupling. Single primary: 115V, 60Hz. All secondaries are center tapped. 6” leads 


minimum. Hi-pot tested at 2,000Vrms. UL listed, CSA certified. 


Power | Secondary Current | Price Each 

Mfg. Part No. Rating Voltage Rating Stock No. 1-9+ 
1x 115V, Style C 
@ 166F2 0.63VA 2.5V 250mA 66F7500 29.49 
@ 166D20 2VA 20V 100mA 92F1331 29.94 
@ 166024 2.04VA 24V 85mA 66F7445 15.63 
@ 166E14 2.1VA 92F1322 23.60 
@ 166F10 3VA 66F7487 28.92 
@ 16666 3.78VA 92F1307 20.57 
@ 166F12 3.78VA 96F5556 20.57 
@ 16668 4VA 66F7483 29.47 
@ 166F16 4VA 92F1325 29.47 
@ 16669 4.5VA 63M9513 29.47 
@ 166G7 4.9VA 66F7481 29.47 
@ 166J5 5VA 66F7488 29.47 
@ 166610 5VA 92F1313 29.47 
@ 166E36 5.4VA 92F1345 23.85 
@ 166F20 6VA 66F7443 30.14 
@ 166L2 6.25VA 92F1305 30.14 
@ 166J6 6.3VA 63M9514 21.93 
@ 166612 6.3VA 92F1316 33.18 
@ 166614 7VA 66F7457 16.58 
@ 166K6 7.56VA 66F7496 21.93 
@ 166616 8VA 92F1326 27.41 
@ 1668 8.5VA 63M9515 30.14 
@ 166L5 10VA 66F7489 15.77 
@ 166J10 10VA 92F1314 27.41 
@ 166620 10VA 92F1333 16.58 
@ 166F36 10.8VA 63M9512 28.79 
@ 166625 12.5VA 96F5557 19.91 
@ 166L6 12.6VA 92F1309 19.91 
@ 16612 12.6VA 96F5558 19.91 
@ 166/14 14VA 92F1324 27.41 
@ 166628 14VA 92F1341 19.91 
@ 166K12 14.4VA 93K7635 28.79 
@ 166Q2 15VA 92F1306 30.14 
@ 166630 15VA 66F7401 27.41 
@ 16616 16VA 92F1327 19.91 
@ 166L8 17VA 92F1312 30.16 
@ 166110 20VA 66F7329 17.45 
@ 166/20 20VA 92F1334 27.41 
@ 166644 22VA 66F7389 30.14 
@ 166J25 25VA 96F5525 18.79 
@ 166N6 25.2VA 92F1310 18.79 
@ 166M8 25.5VA 66F7484 32.91 
@ 166K18 27VA 96F5526 21.46 
@ 166L14 28VA 66F7458 21.46 
@ 166/28 28VA 92F1342 30.14 
@ 166M10 30VA 92F1315 32.91 
@ 166660 30VA 60V 500mA 66F7396 32.91 
@ 166L12 31.5VA 12.6V 2.5A 92F1317 22.83 
@ 166)33 33VA 33V 1A 92F1344 36.23 
@ 166N8 34VA 8.5V 4A 66F7485 35.63 
@ 166L16 35.2VA 16V 2.2A 96F5528 25.06 
@ 166/36 36VA 36V 1A 10M5333 37.00 
@ 166K25 37.5VA 25V 1.5A 96F5527 38.36 
@ 16606 37.8VA 6.3V 6A 66F7479 41.12 
@ 166N10 40VA 10V 4A 10M5335 38.67 

> CONTINUED > 


872 


@ Indicates RoHS Compliant 
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CHASSIS MOUNT POWER TRANSFORMERS (CONT.) 


| Power Secondary Current Price Each 
Mfg. Part No. Rating Voltage Rating Stock No. 1-9+ 
1x 115V, Style C 
@ 166L20 40VA 20V 2A 83K4290 33.21 
@ 166680 40VA 80V 500mA 66F7397 41.12 
@ 166/44 44VA 44V 1A 66F7390 38.67 
@ 166M16 48VA 16V 3A 92F1328 33:21 
@ 166L24 48VA 24V 2A 96F5529 33.18 
@ 166P10 50VA 10V 5A 10M5336 41.12 
@ 166/50 50VA 50V 1A 66F7394 41.12 
@ 166N12 50.4VA 12.6V 4A 92F1318 36.23 
@ 166K35 52.5VA 35V 1.5A 63M9516 41.12 
@ 166M18 54VA 18V 3A 92F1329 36.23 
@ 166L28 56VA 28V 2A 83K4291 39.92 
@ 16686 63VA 6.3V 10A 66F7480 50.78 
@ 166Q12 75.6VA 12.6V 6A 92F1319 38.67 
@ 166014 84VA 14V 6A 66F7459 53.23 
@ 166L42 84VA 42V 2A 10M5334 53.23 
@ 166P18 90VA 18V 5A 96F6078 39.92 
@ 166N24 96VA 24V 4A 92F1337 42.61 
@ 166V5 100VA 5V 20A 66F7493 62.89 
@ 166L50 100VA 50V 2A 66F7395 62.89 
@ 166R12 100.8VA 12.6V 8A 66F7456 62.89 
1x 115V, Style H 
@ 165812 126VA 12.6V 92F1320 75.91 
@ 165818 180VA 18V 92F1330 82.73 
@ 165825 250VA 25V 92F1340 101.54 
@ 165V12 252VA 12.6V a 92F1321 96.16 
@ 165V18 360VA 18V 20A 66F7326 109.17 
@ 165V22 440VA 22V 66F7327 121.79 
1x 115V, Style X 
@ 167S10 100VA 10V 10A 66F7434 64.86 
@ 167N70 280VA 70V 4A 66F7356 97.39 
PIM_6084 
CHASSIS MOUNT - GLOBAL USE POWER HAMMOND 
MANUFACTURING... 


TRANSFORMERS 


Fig. B 


RoHS 
Compliant 
Available 


185 series chassis mount AC power transformers feature dual primary 115/230VAC, 50/60Hz, operation with 
dual secondaries for series or parallel connection. Each unit carries a 4,000Vrm Hi-pot test. Dual bobbin 
construction using terminals (solder lug or quick connect). UL listed, CSA certi 


ied. C22.2 #66 and CE certified 


to IEC 950. 
Power Secondary Current Price Each 
Mfg. Part No. Rating Voltage Rating Stock No. 1-9+ 
1 x 230V, 2 x 115V 
@ 185012 25VA 12.6V, 2x 6.3V 2A 83F8574 22.71 
@ 185024 25VA 24V, 2x 12V 1A 83F8577 22.72 
@ 185D24 43VA 24V, 2x 12V 1.8A 88K2114 29.21 
@ 185636 175VA 36V, 2 x 18V 4.8A 83K4294 54.16 
2x 115V 
@ 185C230 25VA 2x 115V 220mA 24B8688 PEATE 
@ 185E230 80VA 2x 115V 700mA 2707142 29.96 
@ 1856230 175VA 2x 115V 1.52A 24B8711 54.15 
2x 115V, 2x 230V 
@ 185C10 25VA 2x 5V 5A 83F8573 PPLE 
@ 185C16 25VA 2x 8V 3.2A 63M9517 22.71 
@ 185C20 25VA 2x 10V 2.5A 83F8576 22.71 
> CONTINUED > 
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CHASSIS MOUNT - GLOBAL USE POWER TRANSFORMERS (CONT.) 


TRANSFORMERS 


ISOLA TRANSFORMERS 


162/164 SERIES LOW VOLTAGE, LOW PROFILE, POWER TRANSFORMERS 


Power Secondary Current Price Each (CONT.) 
Mfg. Part No. Rating Voltage Rating Stock No. 1-9+ Power Secondary Current Price Each 

2x 115V, 2 x 230V Mfg. Part No. Rating Voltage Rating Stock No. 1-9+ 
@ 185C28 25VA 2x 14V 1.86A 83F8578 22.71 1x 115V, 1 x 230V, Fig. B 
@ 185036 25VA 2x 18V 1.4A 83F8579 22.71 @ 162H20 20VA 2x 10V 2A 52F9557 20.42 
@ 185D10 43VA 2x5V 8.6A 83F8580 29.21 @ 162H28 20VA 2x 14V 1.4A 52F9551 20.42 
@ 185D12 43VA 2x6.3V 6.8A 83F8581 29.21 @ 162H36 20VA 2x 18V 141A 24B8193 20.42 
@ 185D16 43VA 2x 8V 5.4A 83F8582 29.21 1x 115V, Fig. A 
@ 185D20 43VA 2x 10V 4.4A 83F8583 29.21 @ 164D10 1.1VA 2x5V 220mA 24B8212 11.97 
@ 185D36 43VA 2x 18V 2.4A 83F8586 29.21 @ 164D12 1.1VA 2x6.3V 180mA 52F9553 A319 
@ 185E10 80VA 2x5V 16A 83F8587 29.96 @ 164E12 2.4VA 2x6.3V 400mA 52F9536 9.75 
@ 185E12 80VA 2x6.3V 12.6A 83F8588 29.96 @ 164E16 2.4VA 2x 8V 300mA 79R6758 14.98 
@ 185E16 80VA 2x8V 10A 83F8589 29.96 @ 164E20 2.4VA 2x10V 240mA 79R6759 9.75 
@ 185E20 80VA 2x 10V 8A 83F8590 29.96 @ 164E24 2.4VA 2x 12V 200mA 79R6760 9.75 
@ 185E24 80VA 2x 12V 6.6A 83F8591 29.96 @ 164E36 2.4VA 2x 18V 130mA 02E8674 9.75 
@ 185E28 80VA 2x 14V 5.6A 93K7637 29.96 @ 164F12 6VA 2x6.3V 1A 52F9537 15.85 
@ 185E36 80VA 2x 18V 4.4A 83F8593 29.96 @ 164F16 6VA 2x 8V 800mA 52F9581 15.85 
@ 185F10 130VA 2x5V 26A 83F8594 46.77 @ 164F24 6VA 2x 12V 500mA 52F9575 14.39 
@ 185F12 130VA 2x6.3V 20.6A 10M5339 46.77 @ 164F28 6VA 2x 14V 400mA 79R6762 14.39 
@ 185F16 130VA 2x 8V 16.2A 83F8596 46.77 @ 164F36 6VA 2x 18V 340mA 24B8229 14.39 
@ 185F20 130VA 2x 10V 13A 83F8597 46.77 @ 164F10 6VA 10V 600mA 79R6761 14.39 
@ 185F24 130VA 2x 12V 10.8A 83F8598 46.31 @ 164624 12VA 2x 12V 1A 52F9576 17.62 
@ 185F28 130VA 2x 14V 9.2A 83F8599 46.77 @ 164628 12VA 2x 14V 840mA 79R6764 16.78 
@ 185F36 130VA 2x 18V 7.2A 83F8600 46.77 @ 164636 12VA 2x 18V 700mA 24B8239 17.62 
@ 185610 175VA 2x5V 35A 83F8601 54.15 @ 164620 12VA 20V 600mA 7579569 16.78 
@ 185612 175VA 2x6.3V 28A 83F8602 54.15 @ 164H28 20VA 2x 14V 1.4A 52F9565 19.03 
© 185616 175VA 2x8V 22K 83F8603 54.15 PIM._175999 
@ 185620 175VA 2x 10V 17.6A 83F8604 54.15 
i ae ea Melis o2reete __|_5415 _ 229 SERIES LOW VOLTAGE, LOW PROFILE, POWER Bag HAMIVOND 
@ 185628 175VA 2x 14V 12.5A 83K4293 54.15 TRANSFORMERS MANUFACTURING... 
PIM_37471 © Universal dual primary 115/230V - 50/60 Hz 

@ High insulation - Hipot of 1,750V RMS RoHS 

® Class B insulation - 130°C Gee eimai 
162/164 SERIES LOW VOLTAGE, LOW PROFILE, PrN oe 229 series low profile, power transformers feature dual - Available 


POWER TRANSFORMERS 


bb’ 


oO us 


RoHS — 
Compliant 
Available 


split bobbin design. Low primary to secondary coupling, 
balanced windings, no electrostatic shield required and 
low EMF radiation due to semi-toroidal design. cULus 
recognized. 


Power Secondary Current Price Each 
Mfg. Part No. Rating Voltage Rating Stock No. 1-9+ 
1x 115V, 1 x 230V 
@ 229E10 2VA 2x 5V 500mA 66F7655 11.03 
@ 229A16 6VA 2x 8V 700mA 96F5548 8.66 
@ 229A20 6VA 2x10V 600mA 66F7635 18.02 
Fig. A Fig. B @ 229A24 6VA 2x 12V 500mA 96F5549 18.02 
© 20 output voltages to choose from (5 - 120VAC © Low profile, split bobbin design @ 2294230 6VA 2x 115V 50mA 66F7611 18.02 
R.M.S.) © Dual winding secondaries, non-concentrically @ 229A34 6W 34V, 2x 17V 470mA 96F5533 18.02 
© Six VA size models available from - 1.1 to 36VA; wound BVA Z0V 150mA 6F5534 = 
go online or call © High insulation - Hipot of 2,500V RMS 229A40 im 18.02 
@ Both series operate on 50/60 Hz current © Class B insulation - 130°C @ 229B16 12VA 2x 8V 1.4A 96F5535 19.34 
162/164 series low voltage transformers are designed so that all windings must be used. Electrostatic shield is @ 229820 12VA 2x 10V 1.2A 66F7636 19.34 
not required due to low primary to secondary coupling. Choice of economical single primary 115V (164 series) 
or universal dual primary 115/230V (162 series). No mounting hardware required on 1.1 and 2.4 VA sizes, two S295 24 tev ony ile Gaeees 19.34 
hole mounting on 6, 12 and 20VA sizes, four hole mounting on 36VA size (mounting screws not provided). PC @ 229834 12VA 2x17V 680mA 96F5537 19.34 
board mount with industry standard pin spacing. cULus recognized. @ 229840 12VA 2x20V 600mA 79R6773 19.34 
Power Secondary Current | Price Each" PIM_176001 
Mfg. Part No. Rating Voltage Rating Stock No. 1-9+ 
1x 115V, 1 x 230V, Fig. B 
; : BP SERIES CLASS 2 ENERGY LIMITING - PLUG IN HAMMOND 
@ 162D36 1.1VA 2x 18V 60mA 24B8163 12.78 MANUFACTURING. 
@ 162D12 1.1VA 12.6V 90mA 79R6754 14.09 LL’ 
@ 162E12 2.4VA 2x6.3V 400mA 52F9544 10.07 
@ 162E16 2.4VA 2x 8V 300mA 52F9532 10.07 Soper 
@ 162E20 2.4VA 2x 10V 240mA 52F9554 10.07 Available 
@ 162E24 2.4VA 2x12V 200mA 52F9560 10.07 
@ 162E36 2.4VA 2x 18V 130mA 50H6405 10.07 
@ 162F12 6VA 2x6.3V 1A 52F9527 16.79 
@ 162F16 6VA 2x 8V 800mA 79R6755 16.79 
@ 162F24 6VA 2x 12V 500mA 52F9561 16.79 For ind Is (on plug side) 
@ For indoor use only terminals (on plug side’ 
© 162F36 BVA 2x 18V Sa0mA eSUE 16.79 © Input 120VAC @ 20VA units are inherently limited, @ All models are 60Hz 
@ 162612 12VA 2x 6.3V 2A 52F9528 19.31 no fuses or circuit breakers, 40VA units use an © ULlisted (#E 184936) and CSA certified (#LR 
@ 162616 12VA 2x8V 1.6A 52F9568 19.31 internal slow blow fuse 113601) 
© 162624 TVA 2x1 TA 52F9562 19.31 © Secondary outputs are 2 recessed slot head screw 
@ 162628 12VA 2x 14V 840mA 79R6757 17.55 Power Secondary Current | Price Each" 
© 162636 12VA 2x 18V 700mA 2488183 19.31 ; me att No: Rating Voltage Rating Sickie: ioe 
@ 162G20 12VA 20V 600mA 79R6756 19.31 x 120 a air aah aa 
© 162H16 20VA 2x 8V 25A 52F9569 20.42 SieEbe 22.00 
@ BPD2EE 20VA 14V 1.43A 24B4312 22.00 
> CONTINUED > > CONTINUED > 
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ISOLATION TRANSFORMERS 


BP SERIES CLASS 2 ENERGY LIMITING - PLUG IN (CONT.) 


@ Indicates RoHS Compliant 
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LINE ISOLATION TRANSFORMERS (CONT.) 


Power Secondary Current | Price Each _ Power Secondary | Price Each 
Mfg. Part No. Rating Voltage Rating Stock No. 1-9+ Mfg. Part No. Rating Voltage Stock No. 1-9+ 
1x 120V 1x 115V 
@ BPD2F 20VA 16V 1.25A 24B4313 22.00 @ 171A 100VA 115V 66F7240 112.76 
@ BPD2FF 20VA 18V 111A 24B4314 22.00 @171B 200VA 115V 96F5545 136.38 
@ BPD2G 20VA 24V 830mA 24B4315 14.93 @171C 300VA 115V 93K7636 154.92 
@ BPE2E 40VA 12V 3.33A 50H3483 31.99 @171E 500VA 115V 96F5547 188.24 
@ BPE2EE 40VA 14V 2.86A 50H3484 31.99 @171G 1kVA 115V 50H6418 371.85 
@ BPE2F 40VA 16V 2.5A 7309388 31.99 PIM_6080 
@ BPE2FF 40VA 18V 2.22A 50H3485 31.99 
=e as = vale 3608048 | 31.99 _ LINE ISOLATION, STEP DOWN, PLUG-IN HAMMOND 
PIM_5465744 TRANSFORMERS ue 
e Parana 50/60Hz, secondary 115VAC —_— [Ly 
e oo 
BD-E SERIES CLASS 2 ENERGY LIMITING - SMALL HUMMOND 8 Hipat sted 2 eV RS 0 


BOX MOUNT 


@ Electrostatic shield between primary and secondary 


@ Rugged, low noise, cool running design, indoor use only 

© Stripped wire input (primary) leads, screw termi- 
nal/quick fit tab terminal output (secondary) 

@ Nipple locknut mount for box installation, com- 
plete with locknut and mounting bracket 


@ Input leads are black 


© All models are 60 Hz.- inherently limited - no 


fuses or circuit breakers 


© ULlisted #£184371 (EXCEPT for part BE2F), 


RoHS — 
Compliant 
Available 


172 series tranformers provide circuit isolation and steps 
down primary voltage. Input (primary) connected to a 5’ 
cord and North American 250V, 3-wire grounded plug 
(NEMA 6-15P). Output (secondary) connected to a 1’ 


cord and standard North American 125V, 3-wire grounded 
receptacle (NEMA 5-15R). cUL and UL listed. 


*These units do NOT convert line frequency 


RoHS _ 

Compliant 

Available 
®.. 


CSA certified (209651) : 
@ 105°C temperature design Power Secondary Price Each 
5 Mfg. Part No. Rating Voltage Stock No. 1-9+ 
Power Secondary Current | Price Each 1x 230V 
Mfg. Part No. Rating Voltage Rating Stock No. 1-9+ 
Tx 120V @ 172A 100VA 115V 66F7242 144.74 
@ BD2E 20VA 12V 187A 63M5331 21.13 oe = ay SbrraAs 6080 
@ BD2FF 20VA 18V 111A 2484288 21.13 alld _— ay SbrTaAe eeSG) 
©8026 20VA 2aV 833mA 2484289 21.13 ee me i sccoed 321.65 
© BE2F 40VA 16.5V 242A 24B4292 20.59 uae 
@ BE2G 40VA 24V 1.67A 24B4293 22.41 
PIM_5465745 VERTICAL, PC BOARD MOUNT POWER oo 
TRANSFORMERS 
LOW VOLTAGE - CHASSIS MOUNT HAMMOND 
TRANSFORMERS MANUFACTURING: _— 
vailable 


RoHS — 
Compliant 
Available 


FQ = 


161 - Single primaee 


160 and 161 series vertical, PC board mount, split bobbin power transformers require no electrostatic shield due 
to low primary-to-secondary coupling. 161 series are single primary 115V (60Hz); 160 series are dual primary 


160 - Dual pinta 


4" & 
2 


SEC, 


115/230V (50/60Hz). Hi-pot tested at 2000Vrms. UL recognized, CSA certified. 


@ Dual primary 115V/230VAC, 50Hz/60Hz © Chassis mount design 


© Split bobbin construction eliminates the need for © UL recognized and CSA certified Power Secondary Current Price Each 

an electrostatic shield Mfg. Part No. Rating Voltage Rating Stock No. 1-9+ 
Power Secondary Current Price Each 1x 115V 

Mfg. Part No. Rating Voltage Rating Stock No. 1-9+ @ 161012 0.5VA 2x 6.3V 80mA 66F7601 11.95 
1x 230V, 2 x 115V @ 161C16 0.5VA 2x8V 62.5mA 66F7588 11.95 
@ 186B10 6VA 10V 600mA 50H6493 17.02 @ 161D12 1VA 2x6.3V 140mA 66F7602 11.95 
@ 186B24 6VA 24V 250mA 50H6498 14.71 @ 161D16 1VA 2x 8V 110mA 66F7589 11.95 
@ 186B12 6.3VA 12.6V 500mA 50H6494 17.02 @ 161D20 1VA 2x 10V 90mA 66F7592 11.95 
@ 186C24 12VA 24V 500mA 50H6507 19.21 @ 161024 1VA 2x12V 70mA 66F7579 11.95 
@ 186C120 12VA 120V 100mA 50H6504 19.21 @ 161FA12 4.2VA 2x6.3V 200mA 96F5552 12.69 
@ 186C12 12.6VA 12.6V 1A 50H6503 19.21 @ 161EA16 1.2VA 2x 8V 150mA 96F5551 11.51 
@ 186D10 S0VA 10V 3A 50H6512 20.61 @ 161EA20 1.2VA 2x 10V 120mA 66F7593 12.69 
@ 186E12 50.4VA 12.6V 4A 50H6523 19.13 @ 161E24 1.2VA 2x 12V 100mA 66F7580 8.26 
@ 186E16 56VA 16V 3.5A 50H6525 19.13 @ 161E28 1.2VA 2x14V 80mA 66F7585 8.26 
@ 186F10 100VA 10V 10A 50H6532 33.93 @ 161GA12 4.4VA 2x6.3V 700mA 66F7603 15.49 
PIM_5465746 @ 161FA16 4.4VA 2x 8V 520mA 66F7590 15.49 
@ 161FA20 4.4VA 2x10V 440mA 66F7594 15.49 
LINE ISOLATION TRANSFORMERS HAMMOND @ 161F24 AVA 2x12V 360mA 66F7581_ | 15.49 
MANUFACTURING. @ 161F 28 4.4VA 2x 14V 320mA 66F7586 15.49 
@ 161K12 10VA 2x6.3V 1.6A 66F7604 17.79 
ais @ 161616 10VA 2x 8V 1.28A 96F5553 16.17 
Geptinaian @ 161G20 10VA 2x10V 1A 66F7595 16.17 
@ 161624 10VA 2x12V 900mA 66F7582 17.79 
(On @ 161628 10VA 2x 14V 720mA 66F7569 16.17 
@ 161H12 24VA 2x6.3V 4A 66F7587 23.49 
171 series transformers for use where equipment isolation is required (primary 115V, secondary 115V), 50/60Hz euoIns Zale exe a Baa 2oI8o) 
operation. Electrostatic shield between primary and secondary, with standard 3-wire plug and outlet receptacle. @ 161H20 24VA 2x 10V 2.40 66F7578 23.49 
Chassis mount-enclosed, minimum 5ft/ cord with plug. Input (primary) connected to 5’ long cord and Standard @ 161H24 24VA 2x12V 2A 66F7583 23.49 
North American plug. Output (secondary) connected to 1’ long 3-wire grounded receptacle. UL listed. © 161H28 AVA 2x14V 1.6A 66F7570 23.49 

> CONTINUED > > CONTINUED > 
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TRANSFORMERS 


ISOLATION TRANSFORMERS 


VERTICAL, PC BOARD MOUNT POWER TRANSFORMERS (CONT.) HPS IMPERATOR® MACHINE TOOL INDUSTRIAL CONTROL 
Power Secondary Current Price Each TRANSFORMERS (CONT.) 
Mfg. Part No. Rating Voltage Rating Stock No. 1-9+ Power Secondary Current Price Each 
1x 115V, 1x 230V Mfg. Part No. Rating Voltage Rating Stock No. 1-9+ 
@ 160D12 1VA 2x6.3V 140mA 66F7542 13.75 2x 220V, 2 x 230V, 2 x 240V 
@ 160D16 1VA 2x 8V 110mA 66F7547 12.44 @ PH150MQMJ 150VA 2x 110V, 2 x 115V, 2 x 120V 1.25A 48M4999 260.92 
@ 160D20 1VA 2x 10V 90mA 66F7534 13.75 @ PH250QR 250VA 2x 11V, 2x 11.5V, 2x 12V 20.8A 48M5012 296.21 
@ 160D24 1VA 2x12V 70mA 66F7539 13.75 @ PH250MQMJ 250VA 2x 110V, 2 x 115V, 2 x 120V 2.08A 48M5010 344.68 
@ 160F12 1.2VA 2x6.3V 200mA 66F7543 14.09 @ PH350MQMJ 350VA 2x 110V, 2 x 115V, 2 x 120V 2.92A 48M5020 403.92 
@ 160E16 1.2VA 2x 8V 150mA 66F7548 9.19 @ PH500MQMJ 500VA 2x 110V, 2 x 115V, 2x 120V 417A 48M5033 367.37 
@ 160F20 4.4VA 2x10V 440mA 66F7536 15.85 380V, 400V, 415V 
@ 160F16 4.4VA 16V 260mA 66F7549 15.85 @ PH50MEMX 50VA 2x 110V 450mA 48M5024 197.60 
@ 160F24 4.4VA 24V 180mA 66F7541 15.85 @ PH75MEMX 75VA 2x 110V 680mA 48M5039 169.65 
@ 160K12 10VA 2x6.3V 1.6A 66F7545 18.47 @ PH100MEMX 100VA 2x 110V 910mA 48M4984 181.75 
@ 160616 10VA 2x 8V 1.28A 66F7550 18.47 @ PH150MEMX 150VA 2x 110V 1.36A 48M4996 323.14 
@ 160620 10VA 2x 10V 1A 66F7537 18.47 @ PH250MEMX 250VA 2x 110V 2.27A 48M5007 303.90 
@ 160624 10VA 2x 12V 900mA 66F7524 18.47 @ PH350MEMX 350VA 2x 110V 3.18A 48M5017 361.60 
@ 160628 10VA 2x14aV 720mA 66F7529 18.47 Price Each 
@ 160H12 24VA 2x 6.3V 4A 66F7546 25.85 Mfg. Part No. Description Stock No.| 1-1-9+ 
@ 160H16 24VA 2x 8V 3A 66F7533 25.85 @FG3 Kit, Finger Guard, Fused, 100VA, 150VA, 250VA 48M4915 19.83 
@ 160H20 24VA 2x10V 24A 66F7538 23.49 @FG4 Kit, Finger Guard, Fused, 250VA, 350VA, 500VA, 750VA 48M4916 19.83 
@ 160H24 24VA 2x12V 2A 66F7525 25.85 @ FGF1 Kit, Finger Guard, Fused, 50VA 48M4911 14.75 
@ 160H28 24VA 2x14V 1.6A 66F7530 23.49 @ FGF2 Kit, Finger Guard, Fused, 50VA, 75VA, 100VA 484912 9.07 
2x 115V, 2 x 230V e Kit, Finger Guard, Fused, 750VA, 1kVA, 1.5kVA 484917 | 17.86 
@ 160E20 1.2VA 2x 10V 120mA 66F7535 9.19 e Kit, Finger Guard, Unfused, 50VA 48M4913 WATS 
@ 160E24 1.2VA 2x12V 100mA 66F7540 9.19 @FG2 Kit, Finger Guard, Unfused, 50VA, 75VA, 100VA 48M4914 11.84 
@ 160E28 1.2VA 2x 14V 80mA 66F7527 8.26 @ PFK2 Kit, Primary Fuse, 150VA, 250VA 48M4977 | 23.77 
PIM_6076 @ PFK3 Kit, Primary Fuse, 350VA, 500VA, 750VA, 1kVA, 1.5kVA 48M4978 24.36 
@ PFK1 Kit, Primary Fuse, 50VA, 75VA, 100VA 48M4976 36.79 
HPS IMPERATOR® MACHINE TOOL INDUSTRIAL =— © PKA Kit Primary Fuse, Finger Guard, SOVA 4gw4g79 | 10.47 
CONTROL TRANSFORMERS ops oe Power @ PFK5 Kit, Primary Fuse, Finger Guard, 50VA, 75VA, 100VA 48M4980 50.26 
=z OIMEONS INE: @ PFK6 Kit, Primary Fuse, Jumper Wire, 100VA, 150VA, 250VA\ 48m4981 | 37.62 
RoHS @ PFK7 Kit, Primary Fuse, Jumper Wire, 350VA, 500VA, 750VA, 1kVA,| 48M4982 38.67 
Gee einoiat 1.5kVA 
main PIM_147225 
(8), ee 
SBE ENCAPSULATED SERIES INDUSTRIAL Aygut 
C € CONTROL TRANSFORMERS SOL D 
@ 50 - 1000 VA, 50//60 Hz — suitable for worldwide 
applications 


@ Interleaved copper windings reduce I2R losses 
and maximize efficiency 


@ 


Up to 100VA 150VA and Up @ 55°C Rise, 105°C insulation system to minimize &Biry 
Compliant 
© 600V class © Encapsulated coils protect against moisture, dirt 7 a lated ti fect d coil Avaliable 
© 50/60 Hz and other contaminants poxy encapsulated to protect cores and’ cols 


against moisture, dirt, and other contaminants 


© Superior insulation system © Lifetime warranty (limited) 
© Constructed with high quality silicon steel @ UL listed for US and Canada, CE compliant © Meets or Exceeds NEMA Standard ST 1 and ANSI 
inati C89.1 for load inrush capability . 
al © integrally molded, flame retardant (IEC 707/ISO © Heavy gauge steel mounting plate 
HPS Imperator series unique terminal block design allows for the quick and easy installation of standard Class 1210) Terminal Blocks provide greater termi- © Mounting dimensions are compatible with similar 
secondary or optional primary 13/32” x 1 1/2” midget/type CC fuse clips on every unit. Mfg. part nos. with suffix nal contact area and improved conductivity control transformers 
-FK indicates factory installed fuse kits; go online or call. SBE E 7 7 s 
ncapsulated series encapsulated industrial control transformers are epoxy encapsulated to seal the 
Power Secondary Current Price Each transformer windings against moisture, dirt and industrial contaminants. Extra deep, molded terminal barriers 
Mfg. Part No. Rating Voltage Rating Stock No. 4-9+ reduce the chance of electrical failure as the result of arcing or frayed lead wires. The rugged construction and 
200. 208. 220. 230,240,.440.460.480....°#....° ©. Proven reliability of the SBE design is uniquely suited for all industrial environments. ‘NOTE: Call to special 
EE BETAINE SESE order transformers with factory-installed primary fuse holder Class “CC” and secondary fuse holder plus safety 
@ PHSOML SOVA 23, 24, 25, 110, 115, 120 430mA_| _48M5026_ | 183.93 covers. When special ordering simply add “WA” suffix to mfg. part no. for 1/4” x 1 1/4” glass or ceramic fuse 
@ PH100MLI 100VA 23, 24, 25, 110, 115, 120 870mA 48M4986 238.84 type or add “WB” suffix to mfg. part no. for 13/32” x 1 1/2” midget cartridge fuse type. Add only “W” suffix to 
208V, 230V, 460V part number for “WB” option without covers. 
@ PH75MLI 75VA 24V, 115V 650mA | 48M5041 | 206.00 Power Secondary Price Each 
@ PH150MLI 150VA 24V, 115V 713A | 48M4998 | 296.21 ; A ee Rating Voltage Stock No. 44+ 
@ PH250MLI 250VA 2AV, 115V 217A | 48M5009 | 398.53 x 120V, 2 x 24 —_- — _— 
@ PH350MLI 350VA 24V, 115V 3.044 | 48M5019 | 326.98 ; an ai ZU 2D 
@ PHS00MLI 500VA 2AV, 115V 4354 | 46M4633 | 400.07 x 480V, 2 x 240V a ee —_ 
@ PH7S50MLI 750VA 2AV, 115V 652A | 485048 | 417.16 SEI) ae TE 
2x 110V, 2x 115V, 2x 120V 220V / 230V | 240V, 440V / 460V /480V 
“@PHSOPG | SOVA | 2xtIv,2xt15v,2x12V] 417A] 42M3143 | i303. 05200 zulk MON HOW, 120Y SSK6589 96.72 
@ PH75PG TBVA | 2x11V,2x115V,2x12V | 625A | 48M5043 | 189.56 2x420V aA om ae 
© PHIO0PG f00VA | 2x t1V,2x115V,2x12V | 633A | 48m4987 | 219.75 fan Tn on aoe eee 
@ PH150PG T5OVA | 2x 11V,2x11.5V,2x12V | 1254 | 48M5000 | 271.97 weve oR on nas el 
@ PH250PG OVA | 2x t1V.2x115V,2x12v | 208A | 48M5011 | 360.84 SEINE — = peal 86.14 
@ PH350PG 350VA | 2x 11V,2x11.5V,2x12V | 292A | 48M5021 | 300.05 @EI5NE —s au poe 106.61 
@ PHS500PG 500VA | 2x 11V,2x 11.5V, 2x 12V 41.7A | 48M5034 | 365.83 ASAE 143.61 
2x 220V, 2x 230V, 2x 240V @ E300E 300VA 24V 93K6552 160.64 
“ePHsoMaM) | SOVA | 2x 10V.2x115v,2x120V | 420mA | 48MB027 | ae210. Xx 240V aE ae _— 
@ PH75QR 75VA | 2xtWV,2x115V,2x12V | 6.25 | 48M5044 | 206.00 SiE0S0 —— ee aan 60.06 
@ PH75MIQMJ 75VA | 2x MOV,2x 115V,2x120V | 630mA | 48M5042 | 181.23 BEN ee aE ane 71.52 
@ PH1000R TOOvA | 2x 11V,2x115V,2x12v | 833A | 48M4988 | 233.46 @E ISD = ae sien 80.59 
@ PHI00MOMJ 100VA | 2x 110V,2x115V,2x120V | 830mA | 47M3425 | 211.38 Sie SVR OO KEES 114.60 
@ PH150QR 150VA | 2x 11V,2x 11.5V, 2x 12V 125A | 48M5001 | 296.21 oe ae 139.85 
> CONTINUED > > CONTINUED > 
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ISOLATION TRANSFORMERS 


SBE ENCAPSULATED SERIES INDUSTRIAL CONTROL TRANSFORMERS 0.05KVA TO 10KVA AUTOMATION TRANSFORMERS, NON-VENTILATED 


(CONT.) (CONT.) 
Power Secondary Price Each Power Secondary | Current Price Each 
Mfg. Part No. Rating Voltage Stock No. 1-4+ Mfg. Part No. Rating Voltage Rating Stock No. 1-4+ 
2x 240V 2 x 240V, Encapsulated, Rolled Steel, 60Hz 
@ E500 500VA T10V, 115V, 120V 93K6554 175.41 @ HS1F2AS 2kVA 2x 120V 16.7A 93K6574 439.14 
@ E750 750VA 110V, 115V, 120V 93K6556 221.98 @ HS5F3AS 3kVA 2x 120V 25A 93K6585 547.78 
@ E1000 1kVA 110V, 115V, 120V 93K6547 288.23 @ HSSF5AS 5kVA 2x 120V 41.6A 93K6586 TANS 
Price Each @ HS5F7.5AS 7.5kKVA 2x 120V 62.5A 92F5244 1060.64 
Mfg, Part No. Description StockNo. | 4-144 _@HS5F10AS 10kVA 2x 120V 83.3A 98B8938 | 1132.62 
FBP Fuse Block, Primary Side 7005660 34.61 2 x 240V, Non-Encapsulated, Rolled Steel 
@FB2 Fuse Block, Secondary Side 705730 12.93 @ HS1B75 TSVA 2x 120V 625mA 16F1416 70.33 
@ FBPC1 Kit, Fuse Block, Finger Safe Cover 8308313 58.53 2 x 240V, Non-Encapsulated, Rolled Steel, 60Hz 
PIM. 5649 @ HS1B50 50VA 2x 120V 416A 93K6571 75.44 
@ HS1B100 100VA 2x 120V 8.33A 93K6568 100.80 
@ HS1B150 150VA 2x 120V 1.25A 93K6569 Te 
ee AUTOMATION TRANSFORMERS, SO Waa D @ HS1B250 250VA 2x 120V 2.08A 93K6570 131.88 
0.05KVA to 0.250KVA PIM_5409398 


@ UL Listed/NEMA Type 3R non encapsulated enclosure 
for indoor and outdoor service 

@ Low temperature rise, UL Class 130°C insulation 
system, 80°C temperature rise under full load 

© Conduit knockouts for side entry into wiring 
compartment 

© Copper lead wire terminations 

0.5KVA TO 10KVA 

@ UL Listed/NEMA Type 3R encapsulated enclosure 
for indoor and outdoor service 

@ Electrostatically shielded for quality power on sizes 
1kVA and larger 

© UL Class 200°C insulation system, 115°C temper- ACCESSORIES AND OPTIONAL DESIGN STYLES 


GENERAL-PURPOSE DISTRIBUTION 
TRANSFORMERS — 


SOLAtHD 


RoHS — 
Compliant 
Available 


ature rise under full load © Stainless steel enclosures General-purpose distribution transformers are available in single-phase units from 0.050 to 25kVA and 3-phase 
© Conduit knockouts for side entry into wiring © Copper wound designs units from 15 to 75kVA in a wide range of primary and secondary voltage combinations. Benefits include free 
compartment © UL Listed/NEMA Type 4, 4X or 12 encapsulated shielding on 1kVA and above, UL-3R enclosures standard, fast delivery, easy installation and the industry's only 
© Copper lead wire terminations enclosures 10 + 2” factory warranty. Typical applications include: hospitals, industrial plants, schools, shopping centers, 
© 0.5kVAto 45KVA units are encapsulated with © Low temperature designs available office, commercial, apartment, high rise and institutional buildings. UL listed. NOTE: all transformers are 
electrical grade silica and epoxy for industrial © cULus Listed transformers for Class |, Division available in Stainless steel NEMA 4X enclosures and copper windings; go online or call . 
applications 2/Zone 2 hazardous locations are available as May also be used with a 480¥/277 VAC supply. 
@ Low voltage directive on -CE versions only custom designs Power Secondary Current Price Each 
SolaHD encapsulated transformers are rated for Hazardous Locations as well as harsh industrial environments. Mfg. Part No. Rating Voltage Rating Stock No. 1-4+ 
Encapsula' ion and rugged UL Lis ted/NEMA Type 3R enclosures protect the transi former from dust, moisture, 120V, 208V, 240V, 277V, Encapsulated, Rolled Steel, 60Hz 
and provide extra shock and vibration resistance. SolaHD transformers fully comply with the latest addition of 
the National Electrical Code for Class |, Division 2, Group A, B, C and D locations when installed in compliance @HS12F1BS | KVA | 2x 120V | 833A | 8BFAZ4A | 471.78 
with NEC 501.100 (B). @ HS12F2AS 2kVA 2x 120V 16.7A 52M9859 625.61 
Power Secondary Current Price Each @ HS12F3AS 3kVA 2x 120V 25A 91B6376 783.47 
Mfg. Part No. Rating Voltage Rating | Stock No. 1-4+ @ HS12F5AS 5kVA 240V, 120V, 120V-0-120V 41.6A 52M9860 1085.17 
120V, 208V, 240V, 277V, Encapsulated, Rolled Steel 190V, 200V, 208V, 220V, 380V, 400V, 415V, 440V, Encapsulated, Rolled Steel, 60Hz 
@ HS12F1.5AS 1.5kKVA 2x 120V 12.5A | 29C4177 614.02 @ HS14F1.5BS 1.5kKVA 220V, 110V, 110V-0-110V 13.6A 83F1178 775.45 
120V, 208V, 240V, 277V, Encapsulated, Rolled Steel, 60Hz 1 x 480V, 2 x 240V, Encapsulated, Rolled Steel, 60Hz 
@ HS12F1BS 1kVA 2x 120V 8.33A | 88F4244 471.78 @ HS1F750B T50VA 120V, 240V 6.25A 93K6576 228.70 
@ HS12F2AS 2kVA 2x 120V 16.7A | 52M9859 625.61 1 x 480V, 2 x 240V, Single Phase, 60Hz 
@ HS12F3AS 3kVA 2x 120V 25A 91B6376 783.47 @ ES5H15S 15kVA 120V, 240V 125A 1138654 2441.40 
@ HS12F5AS 5kVA 240V, 120V, 120V-0-120V 41.6A | 52M9860 | 1085.17 @ ES5H25S 25kVA 120V, 240V 208A 1138656 3290.07 
190V, 200V, 208V, 220V, 380V, 400V, 415V, 440V, Encapsulated, Rolled Steel 1x 480V, 3 Phase, Encapsulated, 60Hz 
@ HS14F1CS-CE 1kVA | 120V/240V, 115V/230V, 110V/220V | 9.1A | 41Y6470 681.32 @ ET2H15S 15kVA 120V, 208V 41.7A 7706328 S 
@ HS14F1BS 1kVA 220V, 110V, 110V-0-110V 9.1A 16F1410 651.91 @ ET2H30S 30kVA 120V, 208V 83.4A 11/8663 a 
@HS14F1.5CS-CE | 1.5kVA | 120V/240V, 115V/230V, 110V/220V | 13.6A | 41Y6469 854.33 @ ET2H45S 45kVA 120V, 208V 125A 1138665 = 
@ HS14F2CS-CE 2kVA | 120V/240V, 115V/230V, 110V/220V | 18.2A | 41Y6471 | 1156.50 @ ET2H75S 75kKVA 120V, 208V 208A 11/8667 == 
@ HS14F2BS 2kVA 220V, 110V, 110V-0-110V 18.2A | 92F051 787.49 @ ET2H112S 112.5kVA 120V, 208V 313A 11/8660 a 
@ HS14F3CS-CE 3kVA_ | 120V/240V, 115V/230V, 110V/220V | 27.3A | 41Y6472 | 1555.61 @ ET2H150S 150kVA 120V, 208V 417A 1138661 = 
@ HS14F3BS 3kVA 220V, 110V, 110V-0-110V 273A | 83F1180 | 1144.75 “4x 480V, 3 Phase, Reduced Capacity CenterTap,60Hz_s—<“‘i‘s*s*s‘“‘s~*~‘~‘~‘:~™*S 
@ HS14F5CS-CE 5KVA | 120V/240V, 115V/230V, 110V/220V | 45.5A | 41Y6473 | 1452.50 @ ET5H15S 15kVA 240V 36.1A 11/8669 = 
@ HS14F5BS 5kVA 220V, 110V, 110V-0-110V 45.5A | 83F1181 | 1318.45 @ ET5H30S 30kVA 240V 72.3A 85H0064 ae 
@HS14F7.5CS-CE | 7.5kVA | 120V/240V, 115V/230V, 110V/220V | 68.2A | 41¥6474 | 1761.97 @ ET5H45S 45kVA 240V 108A 11J8673 _ 
@ HS14F10BS 10kVA 220V, 110V, 110V-0-110V 90.9A | 83F1179 | 2271.92 @ ET5H75S 75kKVA 240V 181A 1138675 = 
190V, 200V, 208V, 220V, 380V, 400V, 415V, 440V, Encapsulated, Rolled Steel, 60Hz @ ET5H112S 112.5kVA 240V 271A 11/8668 a= 
@ HS14F1.5BS 1.5kVA 220V, 110V, 110V-0-110V 13.6A | 83F1178 775.45 @ ET5H150S 150kVA 240V 361A 1148670 ES 
190V, 200V, 208V, 220V, 380V, 400V, 415V, 440V, Encapsulated, Stainless Steel 2 x 240V, Encapsulated, Rolled Steel, 60Hz 
@ HSS14F1CS-CE 1kVA |} 120V/240V, 115V/230V, 110V/220V | 9.1A | 41Y6464 816.10 @ HS1F500B 500VA 2x 120V 416A 93K6575 138.45 
@ HSS14F1.5CS-CE | 1.5kVA | 120V/240V, 115V/230V, 110V/220V | 13.6A | 41Y6463 | 1035.49 @ HS1F1BS 1kVA 2x 120V 8.33A 93K6573 275.02 
@ HSS14F2CS-CE 2kVA | 120V/240V, 115V/230V, 110V/220V | 18.2A | 41Y6465 | 1220.50 @ HS1F1.5AS 1.5kVA 2x 120V 12.5A 92F5240 291.66 
@ HSS14F3CS-CE 3kKVA_ | 120V/240V, 115V/230V, 110V/220V | 27.3A | 41Y6466 | 1324.32 @ HS1F2AS 2kVA 2x 120V 16.7A 93K6574 439.14 
@ HSS14F5CS-CE 5KVA | 120V/240V, 115V/230V, 110V/220V | 45.5A | 41Y6467 | 1726.44 @ HSSF3AS 3kVA 2x 120V 25A 93K6585 547.78 
@ HSS14F7.5CS-CE | 7.5kVA | 120V/240V, 115V/230V, 110V/220V | 68.2A | 41Y6468 | 2005.03 @ HS5F5AS 5kVA 2x 120V 41.6A 93K6586 721.75 
1 x 480V, 2 x 240V, Encapsulated, Rolled Steel, 60Hz @ HS5F7.5AS 7.5kKVA 2x 120V 62.5A 92F5244 | 1060.64 
@ HS1F750B 750VA 120V, 240V 6.25A | 93K6576 | 228.70 @ HS5F10AS 10kVA 2x 120V 83.3A 9888938 | 1132.62 
1 x 600V, Encapsulated, Rolled Steel 2 x 240V, Non-Encapsulated, Rolled Steel, 60Hz 
@ HS10F500B 500VA 240V, 120V, 120V-0-120V 4.16A | 16F1405 209.93 @ HS1B50 50VA 2x 120V 4.16A 93K6571 75.44 
2 x 240V, Encapsulated, Rolled Steel, 60Hz @ HS1B100 100VA 2x 120V 8.33A 93K6568 100.80 
@ HS1F500B 500VA 2x 120V 4.16A | 93K6575 138.45 @ HS1B150 150VA 2x 120V 1.25A 93K6569 77.37 
@ HS1F1BS 1kVA 2x 120V 8.33A | 93K6573 275.02 @ HS1B250 250VA 2x 120V 2.08A 93K6570 131.88 
@ HS1F1.5AS 1.5kVA 2x 120V 12.5A | 92F5240 291.66 PIM_5753 
> CONTINUED > 
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BUCK-BOOST TRANSFORMERS 


Buck-boost transformers are an ideal solution for 
economically changing line voltage by small amounts. 
These small, single-phase, dry-type distribution 
transformers have a dual voltage primary and 
secondary, making them unique in their ability to be 
connected in a wide range of voltage combinations. 
The most common use is to buck (lower) or boost 
(raise) the supply voltage a small amount, usually +5 
to 27%. Buck-boost transformers are UL-3R listed for 
outdoor service, compact in size, and are excellent for 
use in low voltage lighting and control applications, or 
any systems requiring 12, 16, 24, 32, or 48 volts. UL 
listed, CSA certified. 


SOLA+HD 
Seer 
WE 


Power Secondary Current Price Each 
Mfg. Part No. Rating Voltage Rating Stock No. 1-4+ 
2x 120V 
@ HS19F1B 1VA 2x 12V 83.3A 93K6582 348.68 
@ HS19B50 50VA 2x 12V 4.16A 93K6580 105.38 
@ HS19B100 100VA 2x 12V 8.33A 93K6577 125.78 
@ HS19B150 150VA 2x 12V 12.54 93K6578 150.22 
@ HS19B250 250VA 2x12V 20.8A 93K6579 148.33 
@ HS19F500B 500VA 2x 12V 41.6A 93K6583 215.83 
@ HS19F750B 750VA 2x 12V 62.5A 93K6584 326.51 
@ HS19F1.5A 1.5kVA 2x 12V 125A 92F5253 440.36 
PIM_5648 
LINE ADJUSTING AND ISOLATION @ 
TRANSFORMERS AND FILTER CHOKES multicomp 


RoHS — 
Compliant 
Available 


Figure 1 


Figure 2 


AT SERIES LINE ADJUSTING TRANSFORMER. Step-down and step-up autoformers. Input 50/60Hz with wire 
leads. Input voltage: 230V. Output voltage: 115V. Weight: 1.5lbs. 


AT SERIES ISOLATION TRANSFORMER. 50/60Hz wire-in type with lead wires for permanent installation 
(shielded). Input voltage: 115V. Output voltage: 115V. Weight: ‘Ib. 

C SERIES FILTER CHOKES. High current chokes for 1500Vrms. Lead terminals. Weight: 5.3 to 5.9 Ibs. 
Inductance (nominal): 10mh. 

Secondary Current Price Each 
Mfg. Part No. Voltage Rating Stock No. 1-24+ 

1 x 115V, At Series, Isolation Transformer, Fig. 1 

@ SPC20977 115V 130mA 10M5581 ees 

1x 115V, C Series, Filter Chokes, Fig. 2 

@ SPC20974 115V 8A 10M5578 101.94 
@ SPC20975 115V 12.5A 10M5579 155.47 

1 x 230V, At Series, Line Adjusting Transformer, Fig. 4 

@ SPC20976 115V 10M5580 Eas 
PIM_6071 


F SERIES POWER TRANSFORMERS FOR 
CONTROL CIRCUITS 


RoHS — 
Compliant 
Available 


Z Case U Case 
Rated: primary 115/230V, 50/60Hz. 
Power Secondary Current Price Each 
Mfg. Part No. Rating Voltage Rating Stock No. 1-4+ 
1x 230V, 2 x 115V, U Case 
@ F-108U 96VA 2x 12V 8A 76K4966 42.92 
@ F-214U 96VA 2x 24V 4A 28M9243 36.43 
@ F-109U 192VA 2x 12V 16A 03F1035 72.69 
@ F-215U 192VA 2x 24V 8A 76K4977 69.86 
1x 230V, 2 x 115V, Z Case 
@ F-105Z 12VA 2x6V 2A 28M9237 17.97 
F-211Z 12VA 2x 24V 500mA 02F1031 21.51 
> CONTINUED > 
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F SERIES POWER TRANSFORMERS FOR CONTROL CIRCUITS (CONT.) 


Power Secondary Current Price Each 

Mfg. Part No. Rating Voltage Rating Stock No. 1-4+ 
1x 230V, 2 x 115V, Z Case 
@ F-106Z 24VA 2x6V 4A 03F1032 26.38 
@ F-212Z 24VA 2x 24V 1A 02F1032 25.71 
@ F-107Z 48VA 2x12V 4A 76K4965 25.23 
@ F-213Z 48VA 2x 24V 2A 69M3596 19.14 
PIM_6012 
TCT SERIES CLASS-2 % RoHS 
POWER CONTROL G LN} Se roan To R ALD 
TRANSFORMERS 


Control transformers come with tamper resistant shrouds for safety and a steel bracket welded to the bottom of 
the transformer for ease of mounting. These transformers are design and have the safety agency recognition for 
application where a Class 2 transformer is necessary. Some of the applications would include, but not limited to 
HVAC, Control boards, Lighting, etc. 
Power Secondary Current Price Each 
Mfg. Part No. Rating Voltage Rating Stock No. 1-4+ 

120V, 208V, 240V, Lugs Terminals 

@ TCT50-05E07AB 50VA 24V 2.08A 98M4387 20.00 
1x 120V, 1 x 240V, Leads Terminals 

@ TCT40-05E07K 40w 24V ssi 89J9292 20.91 

@ TCT40-06E07K 40VA 24V 1.67A 89J9294 15.43 
1x 120V, 1 x 240V, Lugs Terminals 

@ TCT40-05E07AB 40w 24V 89J9291 21.38 
1x 120V, Leads Terminals 

@ TCT40-01E07K 40VA 24V whe 28M9296 2d 

@ TCT50-03E07K 5O0VA 12V 417A 98M4383 20.76 
1x 120V, Lugs Terminals 

@ TCT3-11E07AE 2.5VA 10V 250mA 98M4353 7.84 

@ TCT3-03E07AE 2.5VA 12V 250mA 98M4351 7.84 

@ TCT40-01E07AB 40VA 24V 1.67A 89J9287 10.78 

@ TCT50-03E07AE 50VA 12V 417A 98M4382 21.87 

@ TCT50-01E07AB 50VA 24V 2.08A 98M4375 21.00 

@ TCT50-01E07AE 50VA 24V 2.08A 98M4376 20.19 
1x 240V, Leads Terminals 

@ TCT40-02E07K 40w 24V 89J9290 21.77 

1 x 240V, Lugs Terminals 

@ TCT50-02E07AB 50VA 24V 2.08A 98M4378 20.94 
208V, 240V, Lugs Terminals 

@ TCT50-09E07AB 50VA 24V 2.08A 98M4399 22.13 
PIM_83763 
WORLD SERIES PC MOUNT 115/230V, 50/60Hz he R ALD 
POWER TRANSFORMERS 

© Primary:115/230V, 50/60Hz Pos —~ 

@ VARanges: 2.5 to 56 << 2 GB 


World series PC mount transformers incorporate a dual a e 


bobbin construction with an insulating shroud, both made 
of a high temperature material that exceeds UL flammability 
requirements. Very high isolation between the primary 


RoHS — 
Compliant 
Available 


and secondary, and between each winding and the core. 
Since the dual bobbin construction effectively reduces 
capacitance, electrostatic shielding is not required. UL 
recognized, CSA certified, VDE approved. 
Power Secondary Current Price Each 
Mfg. Part No. Rating Voltage Rating Stock No. 1-4+ 
2x 115V 
@ VPP16-150 2.5VA 2x8V 300mA 93F8760 8.48 
@ VPP28-090 2.5VA 2x 14V 180mA 37B9207 7.46 
@ VPP10-500 5VA 2x5V 500mA 37B9192 7.41 
@ VPP20-250 5VA 2x10V 500mA 37B9202 9.01 
@ VPP10-1000 10VA 2x 5V 1A 37B9188 9.45 
@ VPP28-720 20VA 2x 14V 720mA 37B9212 11.86 
@ VPP12-2400 30VA 2x 6.3V 4.8A 37B9195 17.56 
@ VPP10-5600 56VA 2x5V 11.2A 37B9193 29.18 
@ VPP12-4400 56VA 2x6.3V 8.8A 37B9196 29.18 
@ VPP20-2800 56VA 2x 10V 5.6A 37B9203 24.37 
2x 115V, 2 x 230V 
@ VPP36-820 30VA 2x 18V 1.64A 37B9215 20.24 
> CONTINUED > 
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ISOLATION TRANSFORMERS 


WORLD SERIES PC MOUNT 115/230V, 50/60Hz POWER TRANSFORMERS WORLD SERIES CHASSIS MOUNT 115/230V, 50/60Hz TRANSFORMERS 


(CONT.) (CONT.) 
Power Secondary Current Price Each Power Secondary Current Price Each 
Mfg. Part No. Rating Voltage Rating Stock No. 1-4+ Mfg. Part No. Rating Voltage Rating Stock No. 1-4+ 
2x 115V, Class 2/3 1x 115V, 2 x 230V, Class 2/3 
@ VPP10-250 2.5VA 2x5V 500mA 37B9190 8.48 @ VPS36-1200 43VA 2x 18V 2.4A 93F8779 25158) 
@ VPP12-200 2.5VA 2x6.3V 400mA 93F8757 7.03 @ VPS36-2200 80VA 2x 18V 4.4A 79K0023 27.87 
@ VPP20-120 2.5VA 2x 10V 240mA 37B9200 8.48 2x 115V 
@ VPP24-100 2.5VA 2x 12V 200mA 93F8763 6.82 @ VPS230-110 25VA 2x 115V 220mA 79K0018 17.63 
@ VPP36-070 2.5VA 2x 18V 140mA 91B5866 8.48 PIM_6011 
@ VPP12-400 5VA 2x6.3V 800mA 93F8758 7.48 a 
—_— alle = eu | 415V PRIMARY-SINGLE SECONDARY 50/60Hz 
@ VPP24-210 5VA 2x 12V 420mA 93F8764 6.69 TRANSFORMERS ni R A [) 
@ VPP28-180 5VA 2x 14V 360mA 37B9209 9.01 ie 
@ VPP36-140 5VA 2x 18V 280mA 95M5336 9.60 > = Ge tinaian 
@ VPP12-800 10VA 2x6.3V 1.6A 93F8759 9.45 
@ VPP16-620 10VA 2x 8V 1.25A 95M5335 9.83 
@ VPP20-500 10VA 2x10V 1A 37B9204 9.49 
@ VPP24-420 10VA 2x 12V 840mA 93F8765 2.09 
@ VPP28-360 10VA 2x 14V 720mA 37B9211 11.42 
@ VPP36-280 10VA 2x 18V 560mA 93F8768 11.42 
@ VPP12-1600 20VA 2x6.3V 3.2A 37B9194 15.85 Casal ae 
@ VPP16-1250 20VA 2x 8V 25A 99F2982 15.85 Cick oe 
@ VPP20-1000 20VA 2x 10V 2A 37B9199 13.14 Power Secondary Currant PrcslEach 
@ VPP24-830 20VA 2x 12V 1.664 37B9206 15.85 Mfg. Part No. Rating Voltage Rating Stock No. 1-44 
@ VPP36-560 20VA 2x 18V 1.12A 37B9214 185 1x 115V, CaseA 
@ VPP16-1900 30VA 2x8V 3.8A 37B9197 20.24 @F-21A 63VA 6.3V 410A 03F1000 45.53 
@ VPP20-1500 30VA 2x 10V 3A 37B9201 20.24 @ F-22A 126VA | 6.3V 20A 18M9089 57.10 
@ VPP24-1250 30VA 2x 12V 2.5A 88F3909 19.53 1x 115V, Case U 
@ VPP28-1060 30VA 2x 14V 2.120 37B9208 20.24 @ F-241U 18VA 18V 1A 02F1021 28.98 
@ VPP24-2330 56VA 2x 12V 4.66A 37B9205 27.29 @ F-220U 72VA 12V 6A 514834 31.31 
@ VPP28-2000 56VA 2x 14V 4A 37B9210 24.13 F-221U 96VA 42V 8A 93B3283 42.57 
@ VPP36-1560 56VA 2x 18V 3.12A 37B9213 29.18 @ F-193U 96VA 24v 4A 28M9239 43.61 
PIM_113235 @ F-187U 112VA 28V 4A 18M9073 32.25 
_—————————— @ F-29U 132VA 10V, 11V, 12V 1A 28M9251 62.01 
WORLD SERIES CHASSIS MOUNT 115/230V, a R AD @F.28U 188VA 75V, 6.5V 25A tam9090 [70.34 
50/60Hz TRANSFORMERS @ F-261U 192VA 24V 8A 514837 49.13 
RoHS 1x 115V, Case X 
Gop tinaian @ F-113X 1.8VA 12V 150mA 02F479 7.27 
AY q @ F-115X 2.04VA 24V 85mA 03F1009 42.39 
@ F-13X 3.78VA 6.3V 680mA 514828 9.44 
@ F-216X 4.2VA 12V 350mA 92B9844 12.43 
@ F-116X 4.8VA 24V 200mA 02F480 12.81 
@ F-1X 7.5VA 2.5V 3A 4132554 10.59 
@ F-14X 7.56VA 6.3V 1.2A 51Y4829 9.74 
c @ F-114X 8.4VA 12V 700mA 03F1008 13.27 
VPS12-2000 VPS12-6300 @ F-117X 9.6VA 24V 400mA 03F1011 13.19 
Feature dual-bobbin construction with an insulating shroud, keeping capacitance between the coils at a @ F-217X 44.4VA 42V 1.20 2704319 16.91 
minimum. Very high isolation between primary and secondary, and between each winding and the core. HiPot = 
tested at 4000 VRMS. Primary and secondary coils may be connected as either series or parallel, but both must @F-6X 15VA 2.5V 8A 03F997 17.07 
be used simultaneously. Thru-hole mounting pins are square. Dimension “T” is 3/16” for all types listed. UL @ F-7X 15VA 5V 3A 51Y4843 14.96 
recognized, CSA certified, VDE approved. @ F-16x 18.9VA 6.3V 3A 03F960 17.30 
Power Secondary Current |PriceEach = @ F-25X 18.9VA 12.6V 1.5A 51Y4836 15.57 
Mfg. Part No. Rating Voltage Rating Stock No. 1-4+ @ F-218X 24VA 12V 2A 51Y4832 7.83 
1x 115V, 2x 230V @ F-45X 24VA 24V 1A 51¥4842 16.96 
@ VPS12-2000 25VA 2x6.3V 4A 79K1708 9.12 F-46X 24VA 24V 4A 03F1003 17.31 
@ VPS16-1600 25VA 2x8V 3.2A 93F8772 18.08 @ F-3X 25VA 25V 410A 514838 25.81 
@ VPS230-190 43VA 2x 115V 380mA 93F8782 23.37 @ F-59X 25VA 60V 400mA 03F1007 11.46 
@ VPS12-6300 80VA 2x6.3V 12.6A 93F8771 23.79 @ F-44x 25.2VA 12.6V OA 76K4983 16.80 
@ VPS16-5000 80VA 2x 8V 10A 98M4748 27.26 @ F-40X 26.8VA 26.8V 4A 51Y4841 17.63 
@ VPS20-4000 80VA 2x 10V 8A 37B9227 33.74 F-31X 30VA 10V 3A 03F1001 20.44 
@ VPS24-3300 80VA 2x 12V 6.6A 79K0021 30.55 @ F-26X 31.5VA 12.6V 25A 03F996 18.33 
@ VPS230-350 e0ve e AISY. Z0tas 28M93100 20189 @ F-18X 37.8VA 6.V 6A 514830 23.93 
© VPS12-10300 130VA 2x60 20.60 STB Ezz 37.00 © F-55X 45.56VA 26.8V 17A 02F456 23.27 
@ VPS16-8100 130VA 2x8V 16.24 37B9224 45.35 @ F-219X A8VA 42V 4A 51Y4833 25.07 
@ VPS24-5400 130VA 2x 12V 10.8A 79K1712 38.25 @ F-229X 48VA 24V 2A 51Y4835 24.20 
@ VPS36-3600 130VA 2x 18V 7.2A 37B9235 45.35 @ F-225X 50.4VA 12.6V 4A 98F663 24.09 
@ VPS230-570 130VA 2x 115V 1.14A 84M8283 37.22 @ F-56X TAVA 25.2V 28A 79K6496 23.98 
@ VPS20-8800 175VA 2x 10V 17.6A 37B9229 58.23 1x 117V, Case X 
@ VPS24-7300 175VA 2x 12V 14.6A 88F3323 47.91 @ F-57X 25.2VA 25.2V 1A 28M9245 11.92 
@ VPS28-6250 175VA 2x 14V 12.5A 88F4924 58.23 2x 115V, Case U 
1x 115V, 2 x 230V, Class 2/3 F-3185U 56VA | 28V 2A 98F1219 32.26 
@ VPS24-1000 25VA 2x 12V 2A 28M9311 12.92 2x 115V, Case X 
@ VPS28-900 25VA 2x 14V 1.8A 37B9234 17.91 @ F-301X 7.5VA 2.5V 3A 514839 14.75 
@ VPS36-700 25VA 2x 18V 1.4A 93F8778 17.12 @ F-344X 25.2VA 12.6V BN 02F1008 16.83 
@ VPS24-1800 43VA 2x 12V 3.6A 28M9312 19.54 PIM 6016 
> CONTINUED > 
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AVB SERIES SHORT CIRCUIT PROOF PCB B LO CK io ACT SERIES SAFETY ISOLATING TRANSFORMERS (CONT.) 
TRANSFORMERS www.blockusa.com Power Secondary Current Price Each 
© Rated input voltage 2 x 115 Vac RoHS Mfg. Part No. Rating Voltage Rating Stock No. 4+ 
© Rated output voltage 6 to 2 x 24 Vac Ose 
© Rated power 0.35 to 3.2 VA Available 1x 230V 
@ Insulation class B @ ACT 10 10VA 24V us 55X2479 58.74 
e co ambient temperature 70 °C (AVB 3,2 max. @ACT 25 25VA AV 1.04A 55X2481 69.33 
© Efficiency up to 59 % @ ACT 63 63VA 24V 2.625A 55X2482 | 113.40 
© Degree of protection IP 00 @ ACT 100 100VA 24V 417A 55X2480 123.38 
@ Minimum size at high output 
@ Unconditionally short-circuit proof PIM_212649 
© Double input voltage for series or parallel connection — a 
; d : 
re a output voltage for series or parallel PC MOUNT SPLIT PACK CLASS 2 AND 3 POWER T R D 
@ Designed for high ambient temperatures TRANSFORMERS pan 
@ Permanent corrosion protection, high insulation value and maximum electrical reliability © The Split Pack™ split bobbin transformer is an ex- P 
thanks to XtraDensiFill resin encapsulation tremely versatile tool for PC board applications. Split f Sf 
© Coil shell in 2-chamber technology Pack™ transformers are nonconcentrically wound - a 
© Self-extinguishing potting and hood material with primaries and secondaries side-by-side. Unlike 
7 the secondary on top of primary designs of standard 
Power Secondary Current Weneeieachn PC board transformers, the split bobbin winding and 
Mfg. Part No. Rating Voltage Rating Stock No. ihe low capacitive coupling eliminate costly electrostatic 
2x 115V shielding. It is offered in a dual secondary configura- 
@ AVB 0,35/2/6 0.35VA 2x6V 29mA 53X8354 9.50 tion with either single or dual primaries. 
@ AVB 0,35/2/9 0.35VA 2x9V 19mA 53X8355 7.00 
@ AVB 0,35/2/12 0.35VA 2x12V 14mA 53X8350 9.64 
@ AVB 0,35/2/15 0.35VA 2x 15V 11mA 53X8351 2.10 
@ AVB 0,35/2/18 0.35VA 2x 18V omA 53X8352 10.41 Power Secondary Current Price Each 
@ AVB 0,35/2/24 0.35VA 2x 24V 7mA 53X8353 9.33 Mfg. Part No. Rating Voltage Rating Stock No. 1+ 
@ AVE 0.51216 O.5VA 2x6V 4imA 53X8360 9.74 1x A45V 
@ AVE 0.5218 O.5VA 2x8V 31mA 53X8361 4.19 SF ONG-C2 Ushi) as) ‘oma Ba. 4.55 
@ AVB 0,5/29 0.5VA 2x9V 27mA 53X8362 = Ww 16-070:02 veins! a fOmis eed) 3.80 
@ AVB 0,5/2/12 0.5VA 2x 12V 20mA 53X8356 9.87 © F20-055-C2 IVA 2x 10V 5mA pandora 3.79 
@ AVB 05/2/15 0.5VA 2x 15V 16mA 53X8357 9.87 @ F24-045-C2 1.1VA 2x12V 45mA 6375650 4.30 
@AVB OSI 0.5VA 2x 18V TamA 53X8358 ae @ F12-200-C2 2.5VA 2x6.3V 200mA 55X4567 4.44 
@ AVB 0,5/2/24 O.5VA 2x 24V TOmA 53X8359 10.01 SE anes as exty A50mA poKae 4.50 
@ AVB 1,0/2/6 1VA 2x6V 83mA 53X8367 6.83 @ F20-120-C2 2.5VA 2x10V 120mA 55X4579 3.41 
@ AVB 1.0/2/9 1VA 2x 9V 55mA 53X8368 6.83 @ F24-100-C2 2.5VA 2x 12V 100mA 55X4584 4.21 
@ AVB 1,0/2/12 1VA 2x 12V 4imA 53X8363 = @ F12-500-C2 BVA 2x6.3V 500mA 55X4569 7.36 
@ AVB 1,0/2/15 1VA 2x 15V 33mA 53X8364 6.86 @ F24-250-C2 ay x2 250mA ey 7.85 
@AVB 10/2/18 TVA ax 18V mA 53X8365 AGE @ F12-1000-C2 12VA 2x 6.3V 1A 55X4564 10.09 
@ AVB 1.0/2/24 1VA 2x 24V 20mA 53X8366 6.90 @ F24-500-C2 12VA 2x12V 500mA 55X4588 10.18 
@AVB 1,5/2/6 1.5VA 2x6V 125mA 53X8373 6.86 @ F56-220-62 ae ces eas SERS 9.44 
@AVB 1,5/2/8 T5VA 2x8V 93mA 9275079 6.83 2x 115V 
@ AVE 15/219 TBVA 2x OV 83mA 53X8374 GG @ FS10-110-C2 1.1VA 2x5V +10mA 55X4504 4.44 
@ AVB 15/2/12 1.5VA 2x 12V 62mA 53X8369 6.96 @ FS12-090-C2 1.41VA 2x6.3V 90mA 55X4510 4.30 
@ AVB 1,5/2/15 15VA 2x 18V 50mA 53X8370 6.90 mo e0iiC2 UE 2x8V Oma eel 3.90 
@ AV 15/2/18 TSVA 2x 18V 41mA 53X8371 7.00 ed le ex ty some sonts24 Ol 
@ AVB 15/2/24 1.5VA 2x 24V 31mA 53X8372 7.10 @ FS12-200-C2 2.5VA 2x6.3V 200mA 55X4513 4.34 
@ AVB 2.0/2/6 2VA 2x6V 167mA 53X8377 6.80 @ FS16-150-C2 2.5VA 2x 8V 150mA 55X4519 4.57 
@ AVE 2,012/9 2VA 2x9V timA 53X8378 5.15 FSU Ce ZOVA zx eu saAss2) 4.42 
@ AVB 2.0/2/12 2VA 2x 12V . 53X8376 7.27 @ FS24-100-C2 2.5VA 2x 12V 100mA 55X4531 5.32 
@ AVB 2,0/1/9 2VA QV 220mA 53X8375 6.83 @ FS12-500-C2 6VA 2x6.3V 500mA 55X4515 8.36 
@ AVB 2.3216 23VA 2x 6V 191mA 53X8383 7.20 FS24-250-C2 GVA 2x1v 250mA 27X1609 8.37 
@ AVB 2,3/2/8 2.3VA 2x8V 143mA 53X8384 7 @FS20-600-C2 ae ces 600mA 8X45 29 a LG 
@AVB 2,3/219 2.3VA 2x0V 127mA 53X8385 7.20 ——_ ie a saul Ue CRE BEL 
@ AVB 2,3/2/12 23VA 2x12V 95mA 53X8379 7.27 @ FS28-420-C2 12VA 2x 14V 420mA 55X4538 10.69 
@ AVB 2,3/2/15 23VA 2x 15V 76mA 53X8380 7.27 @ FS12-1600-C2 20VA 2x6.3V 1.6A 55X4512 14.74 
@ AVB 2,3/2/18 2.3VA 2x 18V 63mA 53X8381 7.24 PIM T 08 
@ AVB 2,3/2/24 2.3VA 2x 24V 47mA 53X8382 7.30 
@ AVB 3,2/2/6 3.2VA 2x6V 266mA 53X8391 8.62 MD SERIES MEDICAL GRADE ISOLATION R ALD 
@ AVB 3,2/1/9 3.2VA 2x9V 60mA 53X8386 5.00 POWER TRANSFORMERS 
@ AVB 3,2/2/9 3.2VA 2x9V 477mA 53X8392 8.69 ® Fowder coated 
@ Rubber feet for horizontal mountin 
@ AVB 3,2/2/12 3.2VA 2x 12V 133mA 53X8387 8.72 © Git power lead _—— 
@ AVB 3,2/2/15 3.2VA 2x 15V 106mA 53X8388 8.72 These medical grade isolation boxes are built using ‘y 
@ AVB 3,2/2/18 3.2VA 2x 18V 88mA 53X8389 a toroidal transformer construction that inherently gz |) * 
E 8.79 = 
ye ee ey a ee di helps reduce stray fields, increases efficiency = ‘ 
@ AVB 3,2/2/24 B.2VA 2x2AV 86mA 53X8390 5.00 and minimizes size compared to traditional El ) “@ 
PIM_212650 transformers. Built with Class F (155°) insulation Sy y 
system. The enclosure is made of steel and powder ~ = 
coated white. 
AC] SERED SAFETY SOLATIG BLOCK ee co 
sWWiblackusaeary Mfg. Part No. Rating Voltage Rating Stock No. 1+ 
@ Rated input voltage 230 Vac RoHS 1x 120V 
© Rated output voltage 24 Vac Geesinpia pS) a a i 
@ Rated power 10 to 100 VA Available @ MD-250-U 250VA 120V 2.08A 72Y5057 196.99 
@ Insulation class B : @ MD-500-U 500VA 120V 4.358 725059 240.98 
: Maximum ambient temperature 25 °C @ MD-1000-U TRVA 720V 833A 7275053 34921 
) 


Degree of protection IP 00 


Integrated short circuit and overload protection thanks os @ MD-2000-U 2kVA 120V 16.66A 72Y5054 323.26 
to temperature fuse in the input and fuse in the output 1x 240V 
(ACT 10 only temperature fuse) 


© Permanent corrosion protection, high insulation value and maximum electrical reliability @ MD-250-E 250VA 120V 2.08A 72Y5056 191.66 
thanks to XtraDensiFill resin encapsulation @ MD-500-E 500VA 120V 4.35A 72Y5058 250.61 
@ Stable plastic housing for rail mounting, e.g. in consumer units or meter mounting boards 
> CONTINUED > > CONTINUED > 
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MD SERIES MEDICAL GRADE ISOLATION POWER TRANSFORMERS 
(CONT.) 


Power Secondary Current Price Each 
Mfg. Part No. Rating Voltage Rating Stock No. 1+ 
1x 240V 
@ MD-1000-E 1kVA 120V 8.33A 72Y5052 324.64 
@ MD-2400-E 2.4kVA 120V 20A 72Y5055 630.88 
PIM_5486120 
ISOLATION TRANSFORMERS @ Rae R 
WITH STATIC-SHIELD Available 
ge 
Case Type X Case Type M Case Type A Case Type U 


© Primary: 115/230VAC, 50/60Hz 
® Secondary: 115/230VAC 


© Output watts: 15 to 1,000VA 
@ Hi-pot tested at 1500 Vrms 


Ideal for isolating equipment from direct connection to the power line. Offered in a variety of voltages and case 
types. Constructed with nonconcentrically wound coils. The primary and secondary are wound on separate 
arbors, then assembled on a laminate core side-by-side separated by insulation. This prevents electrical 
connection, under normal or overload conditions, between the primary and secondary windings. Units with X 
or A suffix in mfg. part no. have leads; M suffix have 2-wire plug, socket and 6’ cord and are UL listed and 
verified to meet federal specifications. These isolation transformers are also offered in a hospital type unit; 
ordered separately below. 

ISOLATION TRANSFORMERS FOR HOSPITAL/DENTAL APPLICATIONS 

Designed and constructed to meet the low-leakage current requirements for today's medical equipment. 


Leakage current primary-to-secondary is rated less than 50 micro-amps and is measured at less than 10 micro- 
amps. Includes 6’ line cord, plug and socket with a resettable circuit breaker to provide protection from overload 
and short circuit conditions. UL listed 544 File E102910 and verified to meet federal specifications W-C 596E. 
Power Secondary Current Price Each 
Mfg. Part No. Rating Voltage Rating Stock No. 1-4+ 
1x 115V 
@ N-48X 15VA 115V 130mA 78K8609 15.50 
@ N-51X 35VA 115V 300mA 78K8611 19.53 
@ N-73A 150VA 2x 115V 650mA 02F1045 61.53 
@ N-90MD 250VA 115V 217A 46F2195 224.75 
@ N-55MG 250VA 115V 217A 73H2133 106.14 
@ N-57MG 500VA 115V 4.35A 0600741 261.71 
1 x 115V, Hospital/Dental Applications 
@ N-92MD 500VA 115V 4.35A 30M8908 333.74 
2x 115V 
@ N68X 50VA 115V 435mA 18M9252 21.02 
@ N-67A 150VA 115V 1.3A 03F605 61.56 
@ N-66A 250VA 115V 217A 78K8615 103.65 
2x 115V, Unit Does Not Include Static Shield 
@N77U 100VA 115V 860mA 1805406 52.76 
PIM_6003 


MEDICAL GRADE ISOLATION TRANSFORMERS 


TRIPP-LITE 


POWER PROTECTION 


RoHS _ 
Compliant 
Available 


as 
TRIPP-LITE 
ry 


— 
IS1800HG Front IS1800HG Rear 

@ UL60601-1 listed, full isolation @ Provides the highest level of EMI/RFI (up to 60dB 

@ Reduce the cumulative leakage currents of all @ 500 KHz) 


connected loads to <100/A leakage current 
© Superior common mode and normal mode 


@ Protects electronics and healthcare equipment 
© Hospital-grade plugs and receptacles 


rejection 
Power Secondary Current Price Each 
Mfg. Part No. Rating Voltage Rating Stock No. 1-2+ 

1x 120V 
@ IS250HG 250W 120V 2.1A 15R7707 297.95 
@ IS500HG 500W 120V 4.2A 15R7708 404.29 
@ IS1000HG 1kW 120V 8.3A 15R7705 598.16 
@ 1S1800HG 1.8kW 120V 15A 15R7706 908.01 
PIM_50874 
880 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


HIGH-CURRENT REACTORS & CHOKES ARECTURRIG 


x 4 RoHS 
5 ae* Geptinaian 
Ss Available 


195 series reactors for use in high-current DC power supplies, battery chargers, etc. Feature economical 
open-core and coil, 4-slot mounting and connectors made to screw terminal or heavy copper tabs with holes. 
Tolerance of 15% on both inductance and resistance. 


Price Each 
Mfg. Part No. Inductance Current Stock No. 1-9+ 

114.3mm x 120.65mm x 95.25mm 

@ 195620 5mH 20A §2F9522 125.35 
@ 195M10 20mH 10A 52F9509 108.00 
114.3mm x 133.35mm x 95.25mm 

@ 195C50 1mH 50A 52F9535 165.88 
133.35mm x 139.7mm x 113.54mm 

@ 195/20 10mH 20A §2F9525 183.22 
133.35mm x 152.4mm x 113.54mm 

@ 195075 1mH 75A 52F9518 277.26 
133.35mm x 165.1mm x 113.54mm 

@ 195C100 1mH 100A §2F9519 39152 
152.4mm x 190.5mm x 127mm 

@ 195/30 10mH 30A 52F9526 337.53 
@ 195M20 20mH 20A 52F9510 356.80 
152.4mm x 193.8mm x 131.06mm 

@ 195M30 20mH 30A 52F9511 442.65 
76.2mm x 77.72mm x 63.5mm 

@ 195C20 1mH 20A 52F9533 66.98 
95.25mm x 106.68mm x 79.5mm 

@ 195E20 2.5mH 20A §2F9520 80.68 
95.25mm x 110.49mm x 79.5mm 

@ 195/10 10mH 10A §2F9524 84.85 
95.25mm x 91.44mm x 79.5mm 

@ 195610 5mH 10A §2F9521 73.16 
95.25mm x 97.79mm x 79.5mm 

@ 195C30 1mH 30A 52F9534 96.43 
PIM_6078 
STEP DOWN, PLUG-IN AUTOTRANSFORMERS HAMMOND 

MANUFACTURING... 


© World wide applications, 50 or 60Hz operation, step down (230VAC to 
115VAC) 

@ Input is circuit breaker protected 

© Hi-pot tested to 2 KV RMS 


175 series single winding, does not provide isolation, 
for use where equipment is already isolated and 
only voltage change is required. Standard 3-wire, 
grounded plug (can also be used with adaptors 
for proper grounding). Input connected to a 5’ cord 
and grounded North American 250V 3-wire plug 
(NEMA 6-15P). Output connected to standard North 
American 115V - 3 wire grounded receptacle (NEMA 
5-15R). cUL and UL listed. 


RoHS — 

Compliant 

Available 
®« 


Power Output Price Each 
Mfg. Part No. Rating Voltage Stock No. 1-9+ 

@ 175A-NA 100VA 115V 50H6421 97.00 
@ 175B-NA 200VA 115V 50H6423 103.67 
@ 175C-NA 300VA 115V 50H6425 129.58 
@ 175D-NA 500VA 115V 50H6427 168.49 
@ 175E-NA 750VA 115V 50H6429 211.99 
@ 175F-NA 1kVA 115V 50H6431 264.99 
@ 175G-NA 1.5kVA 115V 26H6479 341.79 
PIM_175992 

LINE AUTOTRANSFORMERS HAMMOND 

MANUFACTURING... 


RoHS _ 
Compliant 
Available 


> CONTINUED > 
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TRANSFORMERS 


AUTO TRANSFORMERS 


LINE AUTOTRANSFORMERS (CONT.) ”CROMPTON” AC CURRENT TRANSFORMERS . 
; (ompton 
| 


170 series line autotransformers are for use where equipment is already isolated and step-up (115V to 230V) or 
step-down (230V to 115V) service is required. Chassis mount-enclosed, hardwired units. 50 or 60Hz. Minimum 
8" leads. CSA certified. 


Power Output Price Each te 
Mfg. Part No. Rating Voltage Stock No. 1-9+ 
@ 170 50VA is. 96F5530 42.13 
@ 170A 100VA 230V 96F5531 47.11 
@ 170B 200VA 230V 83K4292 66.38 
@ 170C 300VA 230V 96F5543 68.92 
“e170 S00va 230087283} t03.37 
@ 170G 4.5kVA 230VAC 66F7231 190.95 © For ammeters, wattmeters and cross current @ Frequency: 50-400Hz 
© 170) OkVA 30VAC 66F7232 231.15 compensation 2SFT prefix ammeter use only 
PIM 6079 Input Turns Frequency Price Each 
~ Mfg. Part No. Current Ratio Range Stock No. 1+ 
Dimensions (HxWxD): 2.68 x 2.40 x 0.96”, Inside Diameter: 1.13” 
STEP UP, PLUG-IN AUTOTRANSFORMERS AA aRING 2SFT-500 50A 50:5 50 Hz to 400 Hz 32H7160 15.96 
e nee applications, 50 or 60Hz operation, step up (115VAC to mi 2SFT-600 60A 605 50 Hz to 400 Hz 9202885 45.96 
© Input is circuit breaker protected bi’ 2SFT-750 75A 75:5 50 Hz to 400 Hz 1037695 46.00 
© Hi-pot tested to 2 KV RMS Ose 2SFT-800 80A 80:5 50 Hz to 400 Hz 44M4462 45.96 
176 series single winding, does not provide isolation, Available 2SFT-101 400A 100:5 50 Hz to 400 Hz 4057703 45.96 
ae ict ghee gendeney ies (). 2SFT-1250 125A 12555 50 Hz to 400 Hz 42M3902 | 45.96 
grounded plug (can also be used with adaptors for 2SFT-151 150A 150:5 50 Hz to 400 Hz 0944235 45.96 
areca nal ast ea oe a 
(NEMA 5-1 5p) Output is connected to a ore 2SFT-251 250A 250:5 50 Hz to 400 Hz 50B5769 45.96 
North American 250V receptacle (NEMA 6-15R). 2SFT-301 300A 300:5 50 Hz to 400 Hz 36K4145 45.96 
CUL and UL listed. 28FT-401 400A 400:5 50 Hz to 400 Hz 42M3903 45.96 
Power Output Price Each Dimensions (HxWxD): 3.63 x 3.50 x 1.10”, Inside Diameter: 2.06” 
Mfg. Part No. Rating Voltage Stock No. 1-94 56SFT-500 50A 50:5 50 Hz to 400 Hz 191536 52.58 
@ 176A 120VA 230V SOHG4SS 56.14 56SFT101 100A 100:5 50 Hz to 400 Hz 42M3964 = 
© 1768 200VA 230VAC 50H6434 107.62 50SFT-151 150A 150:5 50 Hz to 400 Hz 42M3954 52.58 
@ 176C 300VA 230V 02E2004 122.21 56SFT-201 200A 200:5 50 Hz to 400 Hz 42M3955 = 
@ 1760 S00VA 230 SOHGAS5 131.58 50SFT-251 250A 250:5 50 Hz to 400 Hz 42M3956 a 
eer | KVAT 8 | SOHOMSG | 228.14 50SFT-301 300A 300:5 50 Hz to 400 Hz 42M3957 52.58 
© 1766 4 -5KVA 230VAC 1303749 285.19 56SFT-401 400A 400:5 50 Hz to 400 Hz 42M3958 = 
PIM_175994 56SFT-501 500A 500:5 50 Hz to 400 Hz 42M3959 52.58 
pt eee eee 56SFT-601 600A 600:5 50 Hz to 400 Hz 42M13960 = 
STEP-UP/STEP-DOWN AUTOTRANSFORMERS 56SFT-801 800A 800:5 50 Hz to 400 Hz 42M3963 = 
aid R AD 56SFT102 1kA 1000:5 50 Hz to 400 Hz 42M3965 66.74 
= Ose 56SFT-122 1.2kA 1200:5 50 Hz to 400 Hz 42M3953 66.74 
Available Dimensions (HxWxD): 3.78 x 3.53 x 1.09”, Inside Diameter: 1.56” 
5SFT-500 50A 50:5 50 Hz to 400 Hz 42M3936 63.71 
5SFT-750 75A 75:5 50 Hz to 400 Hz 42M3938 = 
5SFT-101 100A 100:5 50 Hz to 400 Hz 42M3930 63.71 
5SFT-151 150A 150:5 50 Hz to 400 Hz 42M3933 63.71 
cont ni eee 
Case Type X fe ah ah, |e | | 
Single-winding autotransformers in which the primary coil is a fraction of the entire winding for voltage step-up SSFT-401 400A 400:5 50 Hz to 400 Hz 4213935 63.71 
or the secondary coil is a fraction of the entire winding for voltage step-down. Part of the power is transferred 5SFT-501 500A §00:5 50 Hz to 400 Hz 85C2465 63.71 
cna gh he wedge Mle om 6 Mo Feaeny xt ne wih U aus pat serrgor [600A | OWS | S0Fn aoe OT 
(VA) ratings. Units with X or U suffix in mfg. part no. have leads; and MG suffix have 3-wire plug with ground, 5SFT-751 750A 750:5 50 Hz to 400 Hz 42M3939 63.71 
socket and 6' line cord. 5SFT-801 800A 800:5 50 Hz to 400 Hz 42M3940 63.71 
Power Output Output Price Each 5SFT-102 1kA 1000:5 50 Hz to 400 Hz 42M3931 98.69 
Mfg. Part No. Rating Voltage Current Stock No. 1-4+ 5SFT-122 4.2kA 1200:5 50 Hz to 400 Hz 42M3932 99.00 
Case Type M Dimensions (HxWxD): 4.22 x 4.12 x 1.10”, Inside Diameter: 2.06” 
@ N-53MG 85VA 115VAC 0.74A 02F1043 85.93 6SFT-151 150A 150:5 50 Hz to 400 Hz 42M3980 — 
@ N-4MG 150VA 115V 1.3A 96B6783 97.61 6SFT-251 250A 250:5 50 Hz to 400 Hz 42M3982 68.90 
@ N150MG 150VA 230V 650mA 81F2438 97.61 6SFT-301 300A 300:5 50 Hz to 400 Hz 57K0491 68.90 
@ N-5MG 250VA 115V 217A 02F1058 106.15 6SFT-401 400A 400:5 50 Hz to 400 Hz 57K0495 68.90 
@ N250MG 250VA 230V 1.1A 81F2439 106.15 6SFT-501 500A §00:5 50 Hz to 400 Hz 57K0497 68.90 
@ N-500MG 500VA 230V 2.2A 69M4180 100.19 6SFT-601 600A 600:5 50 Hz to 400 Hz 42M3983 68.90 
@ N-7MG 600VA 115V §.22A 78K8616 106.74 6SFT-751 750A 750:5 50 Hz to 400 Hz 42M3984 — 
@ N1000MG IkVA 230V 4.35A 81F2441 261.71 6SFT-102 1kA 1000:5 50 Hz to 400 Hz 42M3978 = 
@N11-MG 2kVA 115V 17.4A 66K9549 297.38 6SFT-122 1.2kA 1200:5 50 Hz to 400 Hz 42M3979 72.39 
Case Type U Dimensions (HxWxD): 4.68 x 4.54 x 1.12”, Inside Diameter: 3.0” 
@ N-6U 200VA 115V 1.7A 78K8614 41.35 76SFT-201 200A 200:5 50 Hz to 400 Hz 42M4057 59.90 
Case Type X 76SFT-251 250A 250:5 50 Hz to 400 Hz 42M4059 59.90 
@N-AX 50VA 115V 435mA 78K8606 19.16 76SFT-301 300A 300:5 50 Hz to 400 Hz 42M4060 59.90 
@ N-2X 100VA 115V 870mA 78K8607 32.45 76SFT-401 400A 400:5 50 Hz to 400 Hz 42M4061 59.90 
PIM_85807 76SFT-501 500A §00:5 50 Hz to 400 Hz 42M4062 59.90 
76SFT-601 600A 600:5 50 Hz to 400 Hz 42M4063 59.90 
76SFT-751 750A 750:5 50 Hz to 400 Hz 42M4064 — 
76SFT-801 800A 800:5 50 Hz to 400 Hz 42M4065 59.90 
76SFT-102 1kA 1000:5 50 Hz to 400 Hz 42M4052 83.61 
76SFT-122 1.2kA 1200:5 50 Hz to 400 Hz 42M4053 = 
76SFT-152 1.5kA 1500:5 50 Hz to 400 Hz 42M4054 ec 
> CONTINUED > 
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CURRENT TRANSFORMERS 


”"CROMPTON” AC CURRENT TRANSFORMERS (CONT.) “CROMPTON” AC CURRENT TRANSFORMERS (CONT.) 
Input Turns | Frequency | Price Each_ Input Turns Frequency Price Each 
Mfg. Part No. Current Ratio Range Stock No. the Mfg. Part No. Current Ratio Range Stock No. i+ 
Dimensions (HxWxD): 4.68 x 4.54 x 1.12”, Inside Diameter: 3.0” Dimensions (Dia. x W): 4.50 x 1.13”, Inside Diameter: 3.00” 
T6SFT-162 1.6kA 1600:5 50 Hz to 400 Hz 42M4055 = 76RL-201 200A 200:5 50 Hz to 400 Hz 42M4044 = 
76SFT-182 1.8kA is 50 Hz to 400 Hz 42M4056 = 76RL-251 250A 250:5 50 Hz to 400 Hz 42M4046 — 
76SFT-202 2kA 2000:5 50 Hz to 400 Hz 42M4058 83.61 76RL-301 300A 300:5 50 Hz to 400 Hz 42M4047 53.49 
Dimensions (HxWxD): 4.85 x 4.56 x 1.08”, Inside Diameter: 2.5” 76RL-401 400A 400:5 50 Hz to 400 Hz 31M6897 53.49 
7SFT-101 100A 100:5 50 Hz to 400 Hz 424011 60.67 76RL-501 500A 500:5 50 Hz to 400 Hz 42M4048 — 
7SFT-151 150A 150:5 50 Hz to 400 Hz 42M4014 60.67 76RL-601 600A 600:5 50 Hz to 400 Hz 42M4049 53.49 
TSFT-301 300A 300:5 50 Hz to 400 Hz 42M4019 60.67 76RL-751 750A 750:5 50 Hz to 400 Hz 42M4050 = 
7TSFT-401 400A 400:5 50 Hz to 400 Hz 42M4020 60.67 76RL-801 800A 800:5 50 Hz to 400 Hz 42M4051 53.49 
TSFT-501 500A 500:5 50 Hz to 400 Hz 42m4021 60.67 76RL-102 1kA 1000:5 50 Hz to 400 Hz 42M4039 = 
7SFT-601 600A 600:5 50 Hz to 400 Hz 42M4022 60.67 76RL-122 1.2kA 1200:5 50 Hz to 400 Hz 42M4040 717.78 
TSFT-751 750A 750:5 50 Hz to 400 Hz 42M4023 9.28 76RL-152 1.5kA 1500:5 50 Hz to 400 Hz 424041 — 
7SFT-801 800A 800:5 50 Hz to 400 Hz 42M4024 74.53 76RL-182 1.8kA 1800:5 50 Hz to 400 Hz 42M4043 7.23 
7TSFT-102 1kA 1000:5 50 Hz to 400 Hz 42M4012 74.53 76RL-202 2kA 2000:5 50 Hz to 400 Hz 42M4045 83.61 
TSFT-122 1.2kA 1200:5 50 Hz to 400 Hz 42M4013 - Dimensions (Dia. x W): 4.58 x 1.10”, Inside Diameter: 2.50” 
TSFT-152 1.5kA 1500:5 50 Hz to 400 Hz 42M4015 = 7RL-101 100A 100:5 50 Hz to 400 Hz 424000 58.65 
TSFT-162 1.6kA 1600:5 50 Hz to 400 Hz 42M4016 — 7RL151 150A 150:5 50 Hz to 400 Hz 42M4010 8.28 
PIM_167155 7RL-201 200A 200:5 50 Hz to 400 Hz 42M4004 58.65 
7RL-251 250A 250:5 50 Hz to 400 Hz 42M4005 cs 
”»CROMPTON” AC CURRENT TRANSFORMERS 7RL-301 300A 300:5 50 Hz to 400 Hz 42M4006 58.65 
(compton 7RL-401 400A 400:5 50 Hz to 400 Hz 63K9302 58.65 
7RL-501 500A 500:5 50 Hz to 400 Hz 42M4007 58.65 
= 7RL-601 600A 600:5 50 Hz to 400 Hz 1145710 58.65 
he 7RL-751 750A 750:5 50 Hz to 400 Hz 42M4008 74.53 
7RL-801 800A 800:5 50 Hz to 400 Hz 42M4009 74.53 
7RL-102 1kA 1000:5 50 Hz to 400 Hz 18M6079 74.53 
7RL-122 1.2kA 1200:5 50 Hz to 400 Hz 42m4001 79.86 
7RL-152 1.5kA 1500:5 50 Hz to 400 Hz 42M4002 79.86 
7RL-162 1.6kA 1600:5 50 Hz to 400 Hz 42M4003 79.85 
© For ammeters, wattmeters and cross current prefix metering Dimensions (Dia. x W): 5.73 x1-157 linside Diameter: 3:25" 
compensation, 2RL prefix ammeter use only, 8RL_ © Frequency: 50-400Hz 8RL-201 200A 200:5 50 Hz to 400 Hz 4214068 94.05 
PricelEsch 8RL-251 250A 250:5 50 Hz to 400 Hz 42M4070 — 
Mfg. Part No. Gur Ratio a StockNo. |  1* 8RL-301 300A 300: 50 Hz to 400 Hz 42m4o72 94.05 
Dimensions (Dia. x W): 2.46 x 1.05”, Inside Diameter: 1.05” 8RL-401 400A 400:5 50 Hz to 400 Hz 42M4075 94.05 
2RL-500 50A 50:5 50 Hz to 400 Hz 0944233 50.56 8RL-501 500A 500:5 50 Hz to 400 Hz 42M4077 94.05 
2RL-600 60A 60:5 50 Hz to 400 Hz 42M3900 50.56 8RL-601 600A 600:5 50 Hz to 400 Hz 42M4078 94.05 
QRL-750 75A 75:5 50 Hz to 400 Hz 094228 50.56 8RL-751 750A 750:5 50 Hz to 400 Hz 42M4079 = 
2RL-800 80A 80:5 50 Hz to 400 Hz 110251 50.56 8RL-801 800A 800:5 50 Hz to 400 Hz 42M14080 94.05 
2RL-101 100A 100:5 50 Hz to 400 Hz 0944229 21.77 8RL-102 1kA 1000:5 50 Hz to 400 Hz 06M4357 89.46 
QRL-121 120A 120:5 50 Hz to 400 Hz 42M3896 50.56 8RL-122 1.2kA 1200:5 50 Hz to 400 Hz 42M4066 106.73 
2RL-1250 125A 125:5 50 Hz to 400 Hz 42M3897 50.56 8RL-152 1.5kA 1500:5 50 Hz to 400 Hz 4214067 = 
2RL-151 150A 150:5 50 Hz to 400 Hz 094230 24.77 8RL-162 1.6kA 1600:5 50 Hz to 400 Hz 12M6142 136.68 
2RL-201 200A 200:5 50 Hz to 400 Hz 09/4231 50.56 8RL-202 2kA 2000:5 50 Hz to 400 Hz 4214069 136.68 
2RL-251 250A 250:5 50 Hz to 400 Hz 42M3898 50.56 8RL-252 2.5kA 2500:5 50 Hz to 400 Hz 424074 136.68 
2RL-301 300A 300:5 50 Hz to 400 Hz 094232 | 50.56 8RL-302 akA 3000:5 50 Hz © 400 Hz 42m4073__ | 160.51 
2RL-401 400A 4005 50 Hz to 400 Hz 42M3899 | 50.56 8RL-322 3.2kA 3200:5 50 Hz to 400 Hz 42m4074 = 
Dimensions (Dia. x W): 3.56 x 1.10”, Inside Diameter: 1.56” PIM_167154 
S5RL-500 50A 50:5 50 Hz to 400 Hz 42M3926 43.16 
SRL-750 TSA 755 50 Hz to 400 Hz 42M3928 43.16 ”"CROMPTON” AC CURRENT TRANSFORMERS a 
5RL-101 100A 100:5 50 Hz to 400 Hz 31M3604 43.16 e (rompton 
5RL-201 200A 200:5 50 Hz to 400 Hz 42M3924 43.16 
SRL-301 300A 300:5 50 Hz to 400 Hz 42M3925 43.16 gern 
SRL-401 400A 400:5 50 Hz to 400 Hz 73K5453 43.16 
5RL-501 500A 500:5 50 Hz to 400 Hz 36K4183 43.16 c \ us 
5RL-601 600A 600:5 50 Hz to 400 Hz 42M3927 43.16 
SRL-751 750A 750:5 50 Hz to 400 Hz 42M3929 58.27 
5RL-801 800A 800:5 50 Hz to 400 Hz 17M9722 58.27 
5RL-102 1kA 1000:5 50 Hz to 400 Hz 42M3923 58.27 ° 
5RL-122 1.2kA 1200:5 50 Hz to 400 Hz 16M5189 — 2RL and 5RL 
Seema sons (Die NAIL Uae te One 2 vaageansfomers has a metering burden capac po 0.3% class @ 75VA and a ema ang upto YS0VA 
eRe JOA 100:5 SoHE Denne eENS2E6 S20) cone models available with up to i sre pi tall : = ue 
6RL-151 150A 150:5 50 Hz to 400 Hz 42M3969 68.90 : 
6RL-201 200A 200:5 50 Hz to 400 Hz 42M3971 68.90 Input Turns Frequency Hence Each 
Mfg. Part No. Current Ratio Range Stock No. 1+ 
6RL-301 300A 300:5 50 Hz to 400 Hz 17M9160 68.90 760-480 1A 7A 80 Hz 742M3922 31606 
6RL-401 400A 400:5 50 Hz to 400 Hz 42M3973 68.90 460-288 15A 244 60 Hz 6702284 301.00 
6RL-501 500A 500:5 50 Hz to 400 Hz 29M7813 68.90 460-300 115A DBA 60 Hz 742M3920 318.36 
6RL-601 600A 600:5 50 Hz to 400 Hz 42M3974 68.90 460-346 15A 2.881 60 Hz 42M3921 318.36 
6RL-751 750A 750:5 50 Hz to 400 Hz 42M3975 — 460-208 DA 1734 60 Hz 7423917 301.00 
6RL-801 800A 800:5 50 Hz to 400 Hz 42M3976 = 460-240 2A a 60 Hz 7423918 301.00 
6RL-102 1kA 1000:5 50 Hz to 400 Hz 42M3967 92.31 460-277 DA PETE 80 Hz 723919 ANGE 
6RL-122 1.2kA 1200:5 50 Hz to 400 Hz 42M3968 7.88 460-120 4A 11 60 Hz 42M3916 301.00 
460-069 5A 0.58:1 60 Hz 42M3915 301.00 


> CONTINUED > = Pim_gaizt 
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SPLIT CORE CURRENT TRANSFORMERS MINIATURE AUDIO TRANSFORMERS (CONT.) 
antes Primary Secondary Price Each 
© Distribution system Mfg. Part No. Impedance Impedance Stock No. 1-9+ 
© Generator sets Resistance (Prim. / Sec.): 480hm / 480hm 
: paint aire ; @560G 600ohm 600ohm 72R6816 70.92 
e Gontol devioce mn Resistance (Prim. / Sec.): 590hm / 750hm 
The split core current transformers offers a cost @ 107H 600ohm 600ohm 96F5497 24.72 
cs le 8 rigor belts ies can Resistance (Prim. / Sec.): 650hm / 69ohm 
e measured without the need to break the conductor, 
thereby reducing installation and commissioning time. Ld a - ay aL eabohs aoe 
Resistance (Prim. / Sec.): 72.4ohm / 72.40hm 
@ 140QEX 6000hm 6000hm 27Y8392 87.41 
a PIM_5465747 
Turns Frequency Price Each 
Mfg. Part No. Ratio Range Stock No. 1+ 
Dimensions (HxWxD): 106x93x40mm, Inside Dimenter: 30mm MINIATURE EPOXY POTTED AUDIO Pee ae 
© 37031 100:5 60 Hz 99v7724 146.52 TRANSFORMERS i 
@ 37032 200:5 60 Hz 99Y7725 429.29 @ Pin type, P.C. board mount, net weight of only 0.1 oz. [Ly 
- - 7 - - - @ Rugged black epoxy potted construction produces RoHS 
Dimensions (HxWxD): 125x108x51mm, Inside Dimenter: 50mm a completely sealed unit withstanding severe Osa 
@ 37033 400:5 60 Hz 99Y7726 146.52 environmental conditions. Available 
© 37034 600:5 60 Hz 99Y7727 146.52 e pean may be used as primary and primary 
- as secondary. 
Dimensions (HxWxD): 158x125x40mm, Inside Dimenter: 50mm © Power ive 100mw @ 300 Hz. to 100 Khz. 
@ 37035 1000:5 60 Hz 99Y7728 186.87 @ -Freq. range @ +10 dbm is 200 Hz. to 100 Khz. 
+/- 0.5db 
PIM_6646208 © -Freq. range @ +15 dbm is 200 Hz. to 100 Khz. 
+/- 0.5db 
@ -Freq. range @ +20 dbm is 300 Hz. to 100 Khz. 
AC CURRENT TRANSFORMERS ; . +/-0.5db 


@ -Freg. measurements with no D.C. saturation. 


Primary Secondary Price Each 
Mfg. Part No. Impedance Impedance Stock No. 1-9+ 
@ 101P 300ohm 50ohm 72R6762 22.54 
@ 101D 300ohm 6000hm 24B5834 4.99 
@101R 600ohm 50o0hm 79R6735 22.73 
@ 101H 1.2kohm 6000hm 72R6760 22.73 
@ 101V 2.5kohm 50ohm 72R6763 22.73 
Donut @ 101 2.5kohm 600ohm 72R6761 2078 
; Terminal Resistance (Prim. / Sec.): 44ohm / 520hm 
tieel Dons sateen reste! tumpinary medal 0A, anima 2 ede Temas on — arsivo nea ae 
transformers have #8-32 brass studs with washers for easy connection to meter. Leads not included. PIM_163102 
Input Turns Frequency Price Each 
Mfg. Part No. Current Ratio Range Stock No. 1+ SP SERIES “RED SPEC” AUDIO 
Donut Type TRANSFORMERS ALD 
oes ios [a [Terao dn 5 See 
01306 mah 15 poi 200 Hz 2525/5 BGO x 0.410". Lead length: 0.75". Height: 0.465". Meets Available 
01297 100A 20:1 50 Hz to 400 Hz 1202454 76.96 military specification MIL-T-27D designation TF 
01298 150A 30:1 50 Hz to 400 Hz 55F2576 75.24 582122. 
01299 200A 40:1 50 Hz to 400 Hz 55F2577 71.96 
01300 300A 60:1 50 Hz to 400 Hz 55F2578 72.00 
01305 400A 80:1 50 Hz to 400 Hz 52F5897 71.47 at 
01301 500A 100:1 50 Hz to 400 Hz 55F2579 83.59 SP Case 
Terminal Type Prima Seconda Current Price Each 
37020 ds 1008 Oz 10 B00 iz upez2 56.05 Mfg. Part No. wimedtanid impadanee Rating StockNo. |  1-4+ 
37021 150A 150:5 50 Hz to 400 Hz 16F2268 44.02 Application: Audio 
37022 200A 200:5 50 Hz to 400 Hz 16F2269 46.14 ® SP-70 6000hm 6000hm 3mA 04F8690 18.60 
37023 300A 300:5 50 Hz to 400 Hz 16F2270 54.72 Application: Audio, Center Tap 
37024 500A §00:5 50 Hz to 400 Hz 16F2271 82.74 @ SP-42 1500hm 12ohm 10mA 2137523 18.95 
PIM_3467 @ SP-49 300ohm 6000hm 7mA 35C5316 21.69 
@ SP-50 5000hm 6000hm 3mA 92B6414 21.69 
MINIATURE AUDIO TRANSFORMERS HAMMOND @ SP-51 900ohm 6000hm 4mA 04H0513 21.69 
MANUFACTURING: — @ SP-48 7.5kohm 42ohm imA 88F4860 20.05 
Ly @ SP-20 10kohm 1.2kohm mA 07H9288 20.05 
@ SP-21 10kohm 2kohm mA 03F018 9.65 
Gee eimpiat Application: Driver, Center Tap 
Avaliable "esP-29 40kohm 5000hm imA 78K9543 16.12 
Application: Input 
@ SP-4 200kohm 4kohm OmA 78K9545 24.61 
Application: Output 
@ SP-33 1kohm 500hm 3mA 80K6144 14.10 
© Epoxy potted in a molded case @ Ambient temperature 85°C max. Application: Output, Center Tap 
© Pin type PC mount, 0.187” min. pin length © Withstands soldering for 10 seconds @ 260°C @ SP-52 1.5kohm 6000hm 3mA 18M9334 20.82 
Primary Secondary Price Each Application: Output/lsolation 
Mfg. Part No. Impedance Impedance Stock No. 1-94 @ SP-69 6000hm 6000hm 3mA 78K9547 20.13 
Resistance (Prim. / Sec.): 430hm / 600hm Application: Output/lsolation, Center Tap 
@ 109H 6000hm 6000hm 24B5894 35.21 @ SP-67 6000hm 6000hm 3mA 78K9546 21.04 
Resistance (Prim. / Sec.): 440hm / 520hm @ SP-66 10kohm 10kohm mA 03F292 19.16 
@ 101F 600ohm 6000hm 96F5496 22.54 
> CONTINUED > > CONTINUED > 
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TRANSFORMERS 


AUDIO TRANSFORMERS 


SP SERIES “RED SPEC” AUDIO TRANSFORMERS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


POWER TOROIDS (CONT) 


Price Each Power Secondary Secondary Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ Mfg. Part No. Rating Voltage Current Stock No. 1-9+ 
@ SP-310 Shielding Case, EMI 78K9544 417 Dimensions (H x Dia.): 3.63 x 1.73” 
PIM_6013 @ 182J22 50VA 2x22V 2.28A 95B5013 = 
@ 1826117 50VA 234V, 2x 117V 214mA 95B5003 79.34 
PLUG-IN PRINTED CIRCUIT AUDIO Dimensions (H x Dia,): 3.98 x 1.68” 
TRANSFORMERS “T: FR A [) @ 18209 120VA 2x9V 13.34A 95B5030 89.70 
Fans @ 182N15 120VA 2x 15V 8A 95B5025 89.70 
Gop tinpian @ 18218 120VA 2x 18V 6.66A 95B5021 90.14 
@ 182M22 120VA 2x22V 5.46A 95B5022 85.44 
@ 182/117 120VA 2x 117V 1.02A 04M4704 90.14 
Dimensions (H x Dia.): 4.97 x 1.90” 
@ 182512 225VA 2x12V 18.76A 95B5032 110.39 
@ 182H15 225VA 2x 15V 15A 95B5008 110.39 
@ 182618 225VA 2x 18V 12.5A 95B5006 87.41 
t @ 182P22 225VA 2x22V 10.22A 95B5029 71.98 
TY-141P, 142P, 144P, 145P TY-146P @ 1821117 225VA 234V, 2x 117V 960mA 95B5017 2S 
© Frequency response ranges: 200 - 15,000 Hz © Impedance matching: 10% over frequency range Dimensions (H x Dia.): 5.50 x 2.21” 
Audio printed circuit transformers are used in line matching, telephone coupling, pulse trigger, interstage, output, @ 182524 500VA 2x 24V 20.84A 95B5033 133.53 
isolation and input applications. @ 182R30 500VA 2x30V 16.66A 95B5031 151.33 
Primary Secondary Current Price Each © 182N60 500VA 2x 60V 8.34A 88K1351 133.53 
Mfg. Part No. Impedance Impedance Rating Stock No. 1-9+ @ 182N117 500VA 234V, 2x 117V 214A 95B5024 a 
@ TY-145P 6000hm 6000hm 15mA 02F477 6.49 PIM. 49280 
@ TY-142P 10kohm 2kohm 4mA 78K9892 5.30 a 
@ TY-141P 10kohm 10kohm 4mA 80K6172 3.88 
@1Y-144P 15kohm Tkohm amA 78K9893 477 ep eead ped PRIMARY TOROIDAL mul a com 
Split winding p 
@ TY-146P 600ohm 600chm ~__|__78K9894 7.62 RoHS 
PIM_113237 SoBe 


SWITCH MODE/HIGH FREQUENCY GATE DRIVE 
TRANSFORMERS £, 


RoHS — 
Compliant 
Available 


Triad gate drive transformers are used universally in all high frequency switching topologies to isolate the control 
circuitry from the line-connected switches. The windings are interleaved for the lowest possible practical leakage 


without the need of removal of enamel 
@ Design, manufactured and tested in accordance 
with EN60742, EN60065 and EN60950 
® 100% electrical and flash tested 
© Supplied with mounting dish, bolt and 2 foam pads 
® Pri/Sec leads 0°C 


@ Very high quality construction 

@ High efficiency and smaller size compared to 
conventional El transformers 

@ Extremely low radiated magnetic field, suitable for 
sensitive electronics 

@ Double insulated primary leadouts 

@ Flexible leadouts can be trimmed to any length 

Ahigh quality range of open style toroidal transformers with flying leads. Featuring a dual 115V 50/60Hz primary 

winding for series (230V) or parallel (115V) connection only. Secondary windings can be connected in series or 

parallel or used independently. 


inductance. Turn ratios of 1:1 and 1:1.5 optimize coupling and enhance performance. Available with single Price Each 
or dual secondaries, these transformers constructed of UL rated 130°C materials are easily standardized at Power Secondary Secondary -——_——_——. 
operating frequencies 200kHz and beyond. Mfg. Part No. Rating Voltage Current Stock No. 1-24+ 
Pamary Secondaty Ee Sua 2 an ai 2x 6V 125A 38K4868 
Mfg. Part No. Impedance Impedance Stock No. 1-4+ : 26.41 
© GDE25-1 0.350hm 0.350hm 37B9171 16.11 @ MCTA015/09 15VA 2x9V 830mA 38K4869 25.92 
@ GDE25-2 0.350hm 0.650hm 99F5484 14.54 @ MCTA015/12 15VA 2x 12V 630mA 38K4870 25.92 
© GDEI5-6 0.360hm 4.750hm 3789175 18.85 SO NCTAOTONE ive ex iy sm’ SBRASTZN [Eb 25102 
© GDE25-4 0.8750hm 0.650hm 3789173 14.54 Dimensions (Die'x.H): 73x smm 
PIM: 5447560 @ MCTA030/09 30VA 2x9V 1.67A 38K4874 28.46 
_ @ MCTA030/12 30VA 2x 12V 1.25 38K4875 28.46 
@ MCTA030/15 30VA 2x 15V 1A 38K4876 28.46 
POWER TOROIDS TA Ne. Dimensions (Dia. x H): 81 x 34.5mm 
LL’ @ MCTA050/06 50VA 2x6V 417A 38K4879 32.38 
@ MCTA050/12 50VA 2x 12V 2.08A 38K4881 32.38 
Soper @ MCTA050/15 50VA 2x 15V 1.67A 38K4882 32.38 
Available @ MCTA050/18 50VA 2x 18V 420mA 38K4883 32.38 
AY G @ MCTA050/25 50VA 2x 25V 1A 38K4884 32.38 
Low-profile toroidal design saves space and weight. Low EMF radiation. Dual primary, 117/234V, 50-60Hz. Dimensions (Dia. x H): 91.5 x 38mm 
4,000Vrms hipot test. Dual secondaries for series or parallel connection. UL recognized, CSA certified, CE @ MCTAO6O/12 80VA 2x 12V 2.5A 38K4887 33.76 
compliant. @ MCTA060/15 60VA 2x 15V 2A 38K4888 33.76 
Power Secondary Secondary | Price Each @ MCTA060/18 60VA 2x 18V 1.67A 38K4889 33.76 
Mfg. Part No. Rating Voltage Current Stock No. 1-9+ Dimensions (Dia. x H): 87.5 x 39mm 
Dimensions (H x Dia.): 2.95 x 1.60” @ MCTA080/18 80VA 2x 18V 2.22A 38K4894 38.90 
@ 182J15 30VA 2x 15V 2A 95B5011 = Dimensions (Dia. x H): 91 x 46mm 
@ 182H18 30VA 2x 18V 1.66A 95B5009 57.38 @ MCTA100/12 100VA 2x 12V 417A 38K4897 45.36 
@ 182622 30VA 2x22v 1.36A 95B5007 57.38 @ MCTA100/45 100VA 2x 15V 3.33A 38K4898 45.36 
@ 182E117 30VA 2x 117V 256mA 95B4999 — @ MCTA100/25 100VA 2x 25V 2A 38K4900 45.36 
Dimensions (H x Dia.): 3.63 x 1.73” Dimensions (Dia. x H): 95 x 47mm 
@ 182112 50VA 2x 12V 4.16A 95B5018 65.34 @ MCTA120/12 120VA 2x 12V 5A 38K4904 49.98 
@ 182K15 50VA 2x 15V 3.34A 95B5015 65.34 @ MCTA120/15 120VA 2x 15V 4A 38K4905 49.98 
@ 182J18 50VA 2x 18V 2.78A 95B5012 79.34 @ MCTA120/25 120VA 2x 25V 2.4A 38K4907 49.98 
> CONTINUED > > CONTINUED > 
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TRANSFORMERS 


TOROIDAL TRANSFORMERS 
115V/230V AC TWIN PRIMARY TOROIDAL TRANSFORMERS (CONT.) VPM SERIES TOROIDAL MEDICAL POWER a i R ALD 
Power Secondary Secondary Price Each TRANSFORMERS 
Mfg. Part No. Rating Voltage Current Stock No. 1-24+ © Power range: 25 VA to 10 KVA Gap : 
; . A @ Primary: 100V, 120V, 220V or 240VAC, 50/60Hz } Compliant 
Dimensions (Dia.xH):105x47mm 0 © Secondary: dual for parallel or series connection Wh. Available 
@ MCTA160/15 160VA 2x 15V 5.33A 38K4910 60.80 @ Insulation class: Class F, 155°C 
@ MCTA160/25 160VA 2x 25V 3.24 38K4912 60.80 : ape med (pr ae a4 _ 80 secs NS me y) 
Dimensions (Dia. x H): 110 x 54mm Deprun gee eed as =e 
@ MCTA225/18 225VA 2x 18V 6.25A 38K4917 79.15 eg 
@ MCTA225/25 225VA 2x 25V 4.5A 38K4918 79.15 a 
Dimensions (Dia. x H): 119.5 x 53.5mm Power Secondary Secondary Price Each 
@ MCTA250/12 250VA 2x12V 10.42A 38K4921 81.94 Mfg. Part No. Rating Voltage Current Stock No. 1+ 
@ MCTA250/25 250VA 2x 25V 5A 38K4923 81.94 @ VPM12-2080 25VA 2x6V 4.16A 72Y5064 48.57 
@ MCTA250/35 250VA 2x 35V 3.57A 38K4925 ome @ VPM18-1390 25VA 2x9V 2.78A 72Y5069 49.52 
@ MCTA250/50 250VA 2x 50V 2.5A 38K4928 81.94 @ VPM24-1040 25VA 2x 12V 2.08A 72Y5073 48.67 
Dimensions (Dia. x H): 125 x 54mm @ VPM30-830 25VA 2x 15V 1.66A 72Y5095 51.71 
“@mctaz0025. + +| 3SoovA | 2x25v..| GA |  38K4929 | 9800  _@VPM36-690 25VA 2x 18V 1.389A 72Y5099 49.41 
@ MCTA300/30 300VA 2x 30V 5A 38K4930 98.06 @ VPM48-520 25VA 2x24V 1.04 72Y5106 48.57 
Pee @ VPM240-100 25VA 2x 120V 208mA 72Y5078 48.67 
S———— @ VPM12-4170 50VA 2x6V 8.34A 725066 74.39 
4182 SERIES TOROID POWER TRANSFORMERS HAMMOND Oo vPMi 2780 se ce aca aa ees 
© Dual 117//234 VAC primary, 50//60 Hz. operation MANUFACTURING.  @VPM24-2080 | SOVA |x tv GA 725075 62.93 
© Units are designed to have all windings engaged (either series or parallel LL’ @ VPM30-1670 5OVA 2x 15V 3.34A 72Y5092 62.93 
connected) or connected as an autotransformer. @ VPM36-1390 50VA 2x 18V 278A 725096 62.93 
e Supple ju cd paler ee Gepsinpian @ VPM240-210 50VA 2x 120V 420mA 72Y5084 62.93 
hardware (except the 1,500 VA size) Available @ VPM48-1040 58VA 2x 24Vv 2.08A 72Y5101 62.93 
@ 1,500 VA size is supplied with a potted center for @ VPM12-8330 100VA 2x6V 16.66A 72Y5067 82.42 
St ees © VPM18-5560 100VA 2x9V 11.42A 72¥5071 86.55 
@ Minimum 8” long flexible leads @ VPM24-4170 100VA 2x 12V 8.34A 72Y5076 82.42 
° Manufactured using Class B (130 degree C) @ VPM30-3330 100VA 2x 15V 6.66A 725093 82.42 
e HEP ot teat of 4,000VAC RMS between primary @ VPM36-2780 100VA 2x 18V 5.56A T2Y5097 82.42 
& secondary @ VPM48-2080 100VA 2x 24V 416A 72Y5103 82.42 
7 pete dearth aalerecae nena #207860 @ vPM240-420 100VA 2x 120V 840mA 72Y5090 82.42 
© CE compliant to IEC 61558-2-4 @ VPM12-13300 160VA 2x6V 26.6A 72Y5063 95.84 
Price Each @ VPM18-8800 160VA 2xV 17.6A 72Y5072 95.84 
Mig, Part No. ling aa gai StockNo. | 4a, © VPM24-6670 T60VA 2x 12V 13.34A 72Y5077 95.84 
@ 1182K9 30VA 2x9V 3.340 54X7506 56.77 @ VPM30-5330 160VA 2x 15V 10.66A 72Y5094 95.84 
@ 1182K12 30VA 2x 12V 25A 54X7502 56.77 @ VPM36-4440 160VA 2x 18V 8.88A 72Y5098 100.63 
@ 118215 30VA 2x 15V DIN 54X7489 56.77 @ VPM48-3300 160VA 2x 24V 6.66A 72Y5105 95.84 
@ 1182H18 30VA 2x 18V 1.66A 54X7485 56.77 @ VPM240-670 160VA 2x 120V 1.33A 72Y5091 95.84 
@ 1182622 30VA 2x 22V 1.36A 54X7480 56.77 © VPM12-20800 250VA 2x6V 416A T2Y5065 145.03 
@ 1182E117 30VA 2x 117V 256mA 54X7473 48.03 @ VPM18-13800 250VA 2x 27.6A T2Y5068 141.31 
@ 1182N6 50VA 2x6V 8.340 54X7527 61.74 @ VPM24-10420 250VA 2x 12V 20.84A 72Y5074 141.31 
@ 1182M9 50VA 2x9V 556A 54X7522 61.74 @ VPM36-6940 250VA 2x 18V 13.88A 72Y5100 148.38 
@ 1182112 50VA 2x12V 416A 54X7509 61.74 @ VPM48-5200 250VA 2x 24V 10.4A 72Y5107 141.31 
@ 1182K15 50VA 2x 15V 3.340 54X7503 61.74 @ VPM240-1040 250VA 2x 120V 2.08A 72Y5079 141.31 
@ 118218 5OVA 2x 18V 278A 54X7490 61.74 @ VPM48-10400 500VA 2x 24V 20.8A 72Y5102 212.56 
@ 1182J22 50VA 2x 22V 2.28A 54X7491 61.74 @ VPM100-5000 500VA 2x50V 10A 72Y5062 212.56 
@ 11826117 50VA 2x 117V 428mA 54X7478 61.74 @ vPM240-2080 SOOVA 2x 120V 4.46A 72Y5082 212.56 
@ 1182H117 80VA 2x 117V 684mA 54X7483 64.74 @ VPM48-20830 1kVA 2x 24V 41.66A 72Y5104 270.06 
@ 118209 420VA 2x9V 13.344 54X7543 69.72 @ VPM100-10000 1kVA 2x 50V 20A 72Y5060 261.91 
@ 1182P12 420VA 2x 12V 410A 53X0952 69.72 @ VPM240-4170 1kVA 2x 120V 8.34A 72Y5089 270.06 
@ 1182N15 420VA 2x 15V 8A 54X7523 69.72 @ VPM100-25000 2.5kVA 2x50V 50A 72Y5061 475.50 
@ 1182M18 120VA 2x 18V 6.66A 54X7518 69.72 @ vPM240-10400 2.5kVA 2x 120V 21.8A 72Y5080 517.87 
@ 1182M22 420VA 2x 22V 5.46A 54X7519 69.72 @ VPM240-15600 3.75kVA 2x 120V 31.2A 72Y5081 633.60 
@ 1182L30 420VA 2x 30V 4A 54X7513. 69.72 @ VPM240-20800 SkKVA 2x 120V 41.6A 72Y5083 788.09 
@ 1182J117 420VA 2x 117V 1.02A 54X7488 69.72 @ VPM240-28100 6.75kVA 2x 120V 56.2A 72Y5085 1104.17 
@ 1182N22 160VA 2x 22V 7.28A 54X7525 79.66 @ VPM240-31200 7.5kVA 2x 120V 62.4A 725086 963.33 
@ 1182812 225VA 2x 12V 18.76A 5AX7548 89.64 @ VPM240-36400 8.75kVA 2x 120V 72.8A 72Y5087 1197.26 
@ 1182H15 225VA 2x 15V 415A 54X7484 89.64 @ VPM240-41600 40kVA 2x 120V 83.2A 72Y5088 1498.01 
@ 1182618 225VA 2x 18V 12.5A 54X7479 89.64 PIM_5486122 
@ 1182P22 225VA 2x 22V 10.22A 54X7533 89.64 
@ 11821117 225VA 2x 117V 1.92A 54X7508 89.64 
@ 1182712 300VA 2x 12V 25A 54X7553 99.58 element’ i COMMUNITY slament?4icom 
@ 1182815 300VA 2x 15V 20A 54X7549 99.58 
@ 1182P30 300VA 2x 30V 10A 54X7535 99.58 
@ 1182L60 300VA 2x 60V 5A 54X7514 99.58 
@ 1182M117 300VA 2x 117V 2.56A 54X7516 99.58 * : i 
@ 1182824 500VA 2x 24V 20.82A 54X7550 129.47 GET INSPIRED COLLABORATE DESIGN RESEARCH ASK EXPERTS 
@ 1182R30 500VA 2x 30V 16.66A 54X7545 129.47 
@ 1182N60 500VA 2x 60V 8.34A 54X7528 129.47 PIM_5591167 
@ 1182N117 500VA 2x 117V 4.28A 47X1951 120.90 
@ 1182724 625VA 2x 24V 26.04A 54X7554 139.43 
@ 1182530 625VA 2x 30V 20.84A 54X7551 139.43 
PIM_212664 
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CONSTANT VOLTAGE TRANSFORMER 


CVS SERIES HARDWIRED CONSTANT VOLTAGE SO LACH D 50/60Hz VARIABLE TRANSFORMERS (CONT.) 


TRANSFORMERS _ Constant Price Each 
Specifications: aig IT. RoHS _ Input Output | Output Current Knob 
© Output Voltage Regulation: +1% for Line Variation of 4 | pamela Mfg. PartNo. | Voltage | Voltage | Current Load Rotation | Stock No. 1+ 
+10% to 20% Single Phase, Fig. 3 
© Output Voltage Remains within NEMA Specifications @) @ - 
‘or Input of +20% to -35% @ 501C 120VAC | 140VAC 5A 5A CW/CCW | 75M6086 407.26 
@ Provides Galvanic Isolation with Common and Normal We @ 1020B 240VAC | 240VAC 3.5A 3.5A CW/CCW | 83F7360 682.93 
Mode Noise Attenuation of 40dB 
© GKV, 200-Amp ANSIIIEEE C82.45-1991 Powerline wae ty ee 480V 480VAC 3.5A 3.5A CW/CCW | 92B6070 | 2483.64 
Surge is Attenuated to a Let-Through of 1% Single Phase, Fig. 4 
e Regardless of Input Waveform, Output is a Sine Wave @ 1010B 120VAC | 120VAC 10A 10A CW/CCW | 83F7357 489.22 
Breas nee Bae —— e ©1510 t20vac | 140vac | 15A 15a | Cw/ccw | 74me545 | 776.45 
e series are well-recognized voltage regulation San aA PAA TO OER EAT OMIAT) CAPA) TIRES 
devices for industrial applications where extremely precise © 2510 120VAC. | 140VAC 25A 25A Cw/ CCW 05F330 1344.02 
voltage regulation is required. All types are 60Hz hardwired @ 1520 240VAC | 280VAC 9.5A 9.5A cw/ccw 05F310 945.92 
input/output with a terminal block accessible through concentric knockouts. Even with heavily distorted and/or Single Phase, Fig. 5 
notched input voltages, the CVS series outputs a sine wave. CVS series devices filter harmonics, thereby 2 
protecting facility wiring and sensitive electrical loads from over-heating. CVS series devices are ideal for © 1010BCT T20VAC_| 120VAC 410A 10A CW/CCW | 74M8544 736.11 
protecting industrial automation equipment, PLCs, panelboard power supplies, photographic enlargers, @ 2510CT 120VAC | 140VAC 25A 25A CW/CCW | 05F1319 | 1589.59 
analytical lab equipment, broadcasting equipment and marine navigation equipment. To size a Sola CVS, simply @ 1020BCT 240VAC | 240VAC 3.5A 3.5 cw/ccw | 83F7361 769.71 
multiply the load Volts x Amps to obtain the load VA requirement. Then select the next larger size Sola CVS. = 
Note: If protection from severe brownouts is needed, the CVS series can be oversized for even greater input @ 1520CT 240VAC_| 280VAC 9.58 9.58 CW/CCW | 05F1318 1226.54 
voltage window. If the load has an inductive inrush, such as relays, coils, solenoids, or motors, size the CVS Single Phase, Fig. 6 
series for the load inrush current. Or, with high inductive inrush loads, load power factor correction capacitors @5011 420VAC | 140VAC 50A 50A CW 05F334 2951.55 
can reduce the need to oversize the CVS series for inductive inrush currents. UL listed, CSA eal - 5000 DAOVAC | D40VAC 35A 35A cw/ccw Towo4d EOGD 
Output | Input | Output a 5021 240VAC | 280VAC | 28A 284 | Cw/ccw | 05F336 | 2944.42 
Mfg. Part No. Power Voltage Voltage Dimensions Stock No. 1-4+ Three Phase, G0Hz on Overvoltage, Fig. 8 
ad alba a Nee @ 10108-3 | 240vAC aie ar 10a | Cw/ccw | 83F7358 | 1591 
eee is ee ee ee sealkl pISHS @ 1510 3 240VAC | 280VAC 15A 15A CW/CCW | 02F1092 oe 
-22-112- 120VA 240VAC | 120VAC |} 203.2x 101.6 K676' : = 
: . 7a ; 250VA | 480VAC | 120VAC | 279.4 : 152.4 7 “oro Ha Seis aE = ss eee 
-23-125- .4 x 152.4 mm b 
© 23-23-1508 | S00VA | 480vAC | 120VAC | 330.2x228.6mm | 93K6769 | 1507.4 eee oO Ma a ba CW {eet hesil sieve 
——— - - SUAS @ 1520-3 480v | 560VAC | 9.5A 9.54 | CW/CCW | 02F1095 | 3200.34 
@ 23-23-210-8 1000VA | 480VAC | 120VAC | 431.8 x 228.6 mm 93K6770 | 2506.13 
PIM_5607 


@ 23-23-220-8 2000VA | 480VAC | 120VAC | 457.2 x 330.2 mm 46F3371 4025.24 


@ 23-23-230-8 | 3000VA | 240VAC | 120VAC | 4826x330.2mm | 93K6771 | 5779.29 
@ 23-23-250-8 | 5000VA | 480vAC | 120VAC | 711.2x330.2mm | sowo13 | 9157.61 PORTABLE CORD AND PLUG VARIABLE 


CSA not Available TRANSFORMERS TACO 


@ 23.28.275-6 | 7500VA | 480vAc | 120vAC | 685.8x635mm | 93K6772 | 9907.73 NER 
PIM_3847 PRODUCTs Co. 


50/60Hz VARIABLE TRANSFORMERS Gee iinoian TACO 
INERGY. 


PRODUCTS Co. 


Fig. 3 Fig. 4 


Fig. 5 Fig. 6 Fig. 8 
Models available to suit a wide variety of applications: automation equipment such as vibrating parts feeders 
and finishing controls, test equipment, and industrial equipment such as motor speed controls and voltage 
regulators. Units operate on either 120 or 240 volts input. Mfg. part nos. without suffixes are open styles. “CT” 
suffix have coils and terminals enclosed, for panel or conduit mounting. All are 50/60Hz except unless stated. 
All models can be ordered clockwise or counterclockwise rotation. Additional ratings available including motor 
operated units, go online or call. 
Constant Price Each 
Input Output | Output | Current Knob a 
Mfg. PartNo. | Voltage | Voltage | Current Load Rotation | Stock No. 1+ Fig. 7 
Single Phase, 60Hz, Fig. 3 Cased plug in models feature a ventilated steel case, input line cord and plug, fused NEMA rated output 
@ 1210B 120VAC_} 120VAC 12A 12A CW/CCW | 83F7634 | 564.36 receptacle, and an illuminated on/off switch. They are connected for output voltage increase with a clockwise 
1220B 240VAC | 240VAC 5A 5A CW/CCW | 50B7416 584.64 rotation, and the dials are graduated from 0-100% of the voltage setting. “V” suffix: Voltmeter; “A” suffix: 
Single Ph 60Hz, Fig. 9 Ammeter. Additional ratings available including motor operated units, (*) available in 60Hz only; go online or call. 
mngte Fase, Ore, Tig. FULLY ENCLOSED PORTABLE VARIABLE TRANSFORMERS 
@ 1220B-2 480V | 480VAC 5A 5A CW/CCW | 83F7363 | 1699.81 Housing protects controls from abuse and hazards. Has no holes, to prevent entry of foreign objects. Ideal for lab 
Single Phase, 60Hz on Overvoltage, Fig. 1 applications. Can also be custom mounted. “VA" suffix: Voltmeter/ammeter. 
e171 120VAC | 120VAC | 1.754 1.75A | CW/CCW | 05F301 | 246.21 Constant Price Each 
mo Tamvac bamvac } oA 1 oa Tewcew lovawnoa | sse5) Input Output | Output Current Knob 
220! TANG EEE an cao CW/CCW [BRNO2S 222.77 Mfg. PartNo. | Voltage | Voltage | Current Load Rotation | Stock No. 1+ 
@ 221-B 120VAC | 120VAC 2.5A 2.5A CW/CCW | 75M6082 284.27 60Hz, Fig. 2 
Single Phase, Fig. 1 3PN1210B | 120VAC | 120VAC | 12A 124 cw 83F2011 | 762.12 
s 291 saNEG 120VAC 3A 3A CW/CCW | 76M8673 330.57 Enclosed, Fig. 7 
Single Phase, Fig. 2 L501B 120VAC | 140VAC 4.5A 4.5A cw 97B3340 901.80 
@511 120VAC | 140VAC 5A 7A CW/CCW | 74M8547 321.30 110108 T20vAC | 140VAC 10A 10A cw 0707947 | 1017.57 
> CONTINUED > > CONTINUED > 
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VARIABLE TRANSFORMERS 


PORTABLE CORD AND PLUG VARIABLE TRANSFORMERS (CONT.) POWERSTAT® SERIES VARIABLE TRANSFORMERS (CONT.) 
Constant Price Each Constant Price Each 
Input Output | Output | Current Knob | aed Input Output | Output | Current Knob ae 
Mfg. PartNo. | Voltage | Voltage | Current Load Rotation | Stock No. 1+ Mfg. PartNo. | Voltage | Voltage | Current Load Rotation | Stock No. 1-2+ 
Fig. 1 Fig. 7 
3PN221B 120VAC | 132VAC 2.5A 2.5A cw 83F2016 615.75 F236B 240VAC | 280VAC 10A 10A cW/CCW 05F623 2081.01 
3PN501B 120VAC | 140VAC 5A 5A CW 83F2019 AS :25) F246 240VAC | 280VAC 15A 15A CW/CCW | 79W064 3482.32 
Fig. 2 Fig. 8 
3PN1010B 120VAC | 140VAC 10A 10A CW 83F2006 797.11 @ 116CT 120VAC | 120VAC 10A 10A CW/CCW | 32M1438 712.45 
3PN1020B 240VAC | 280VAC 3.5A 3.5A CW 83F2009 895.99 @ 117CT 120VAC | 120VAC 12A 12A cW/CCW 05F839 853.76 
Fig. 3 @ 136BT 120VAC | 140VAC 22A 22A cW/CCW 94F316 1895.01 
3PN1510B 120VAC | 140VAC 15A 15A CW 83F2012 1468.61 @ 146T 120VAC | 140VAC 30A 30A CW/CCW | 92F2223 3059.29 
3PN1520B 240VAC | 280VAC 9.5A 9.5A CW 83F2015 1322.36 @ 226T 240VAC | 280VAC 7.5A 7.5A CW/CCW | 36B8560 1273.61 
Fig. 4 Fig. 9 
3PN2210B 120VAC | 140VAC 22A 22A CW 83F2017 1903.39 1296DT 240VAC | 240VAC 35A 35A CW/CCW | 92F2226 | 4341.67 
3PN2520B 240VAC | 280VAC 10A 10A CW 83F2018 1910.49 Motor Version, Fig. 2 
Fig. 5 @21 120VAC | 140VAC 5A 5A CW/CCW | 32M1443 649.03 
3PN1010BV 120VAC | 140VAC 10A 10A CW 83F2008 1415.96 @ 116CU 120VAC | 140VAC 10A 10A CW/CCW | 60M3621 548.12 
3PN1010BA 120VAC | 140VAC 10A 10A CW 83F2007 1270.01 @ 126U 120VAC | 140VAC 15A 15A cW/CCW 05F767 1065.67 
Fig. 6 @ 136BU 120VAC | 140VAC 22A 22A cW/CCW 06F158 1656.99 
3PN1510BV 120VAC | 140VAC 15A 15A CW 83F2014 1830.97 @ 146U 120VAC | 140VAC 30A 30A CW/CCW | 32M1442 | 2518.69 
Price Each @ 217CU 240VAC | 240VAC 5A 5A CW/CCW | 32M1445 736.06 
Mfg. Part No. Description Stock No. 1+ @ 216CU 240VAC | 280VAC 3.5A 3.5A CW/CCW | 32M1444 774.07 
3PN-SK Kit, Voltage Stop, Adjustable 83F7134 60.60 @ 226U 240VAC | 280VAC | 7.5A 7.5A | CW/CCW | 32M1446 | 1034.51 
PIM_5680 @ 236BU 24ovac | 280vac | 10A 10a | cw/ccw | 06F161 | 1530.96 
@ 246U 240VAC | 280VAC 15A 15A CW/CCW | 79W063 2282.64 
a Motor Version, Fig. 5 
ately eee G AL GepEimoian »y Sup erior 1156DU | 120VAC | 140VAC | _50A 50A z 79w060 | 3194.18 
vailable 
TRANSFORMERS © Hestric 1296DU 240VAC | 240VAC 35A 35A CW/CCW | 50F3797 | 4043.20 
1256DU 240VAC | 280VAC 28A 28A a 79W065 3482.75 
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HAMMOND POWER SOLUTIONS, SINGLEAND 2 


THREE PHASE STANDARD Hrs eo net 
REACTORS, HPS 4 ~=—wy 
CENTURION R 
Fig. 6 
Fig. 7 Fig. 8 
Variable transformers provide continuously adjustable output voltage from utility line voltage. Movable brush-  @ Minimization of harmonic distortion © Extended life of switching components and motors 
taps ride on commutators. Rotation of brush by manual or motor-driven means delivers any voltage in the © Mitigation of nuisance trippingEncompass © Reduced audible motor noise and motor operating 
range between zero and line voltage. Feature epoxy-coated POWERKOTE® coils for long life, greater ratings/ © Reduced line notching temperature 
overload capacities and better resistance to fungus, salt spray and other contaminants. All models available The new HPS Centurion R reactor provides a unique blend of improved performance and reliability while 
with motor drives except mfg. part nos. 10C, 12C. Mfg. part nos. 1156DU, 1256DU available with ratings reducing the product footprint. HPS Centurion R reactors deliver protection for your motors and drives. They 
to 365 kVA. Prefix 3PN denotes models with 3-wire cord/receptacle. Suffix T indicates terminal enclosure; are available in standard ratings from 0.5 HP (373 Watts) to 1000 HP (745 kilowatts), up to 600 V (690 V with 
suffix U indicates open construction. UL recognized, CSA certified. For Powerstat® transformer enclosures de-rating) and are fully compliant with UL, CSA, CE, IEC, and NEMA standards. 
go online or call. Price Each 
- Power Output Tice Eac! 
whit pudia- | oumpat Coe Knob [Price Each Mfg. Part No. Consumption Current Dimensions Stock No. 4+ 
inpul utpul utpu urren no! : 
Mfg. PartNo. | Voltage | Voltage | Current Load Rotation Stock No. 1-2+ 208 VAC, Core & Coil, 3% Impedance 
Fig. 1 @ CRX02D4BC, 0.5hp 24A 5.13 x 4.13 x 2.29 “ 78X2998 144.48 
@3PN117C | 120VAC | 120VAC | 12A 12a | cw/ccw | 32m1448 | 980.53 @ CRXOSDSAC 0.75hp 3.5A__ [5.13 x 4.13 x 2.29 * 78X3046 | 150.21 
@ 3PN116C 120VAC 440V 10A 10A Cw/ccw | 32M1447 858.89 @ CRX04D6BC hp 4.6A 5.13 x 4.13 x 2.29 78X3092 157.09 
© 3pn2170 | 24ovac | 24ovac | 5a 5a | CW/CCw | 32m1450 1 Ao4o.46 @ CRXO7D5AC 2hp 775A [5.13x4.13x2.29 78X3146 | 175.43 
@ 3PN216C 240VAC | 280VAC 3.5A 3.54 Cw/ccw | 32M1449 | 1065.12 @ CRX10D7BC 3hp 10.7A | 5.38 x 4.13 x 3.51 78X3166 190.21 
@ 3PN226 | 240VAC | 280vAC | 7.5A 754 | Cw/ccw | 79w062 | 1567.56 SCRAOIZIAG 75hp 240 |5.98x4.13 x 3.51 78X2820_ | 279.19 
Fig. 2 @ CRX0059AC 20hp 59A 6.13 x 6.5 x5 “ 78X2880 475.40 
2 240VAC | 280VAC | 225A | 225A | CW/CCW | 0SF895 | 594.76 @ CRXOO75AC 26hp TSA |5.63x7.25 x 5.88 * 78X2896_| 595.60 
Fig. 3 @ CRX0088BC 30hp 88A 5.63 x 7.25 x 5.88 “ 78X2914 = 
@ 126 T20VAC | 140VAC | 15A 15A__| CW/CCW | 08F766 | 1170.74 @ CRXOTAAC 40hp (4A |5.63x7.25x6" 78X2944 = 
@ 1368 120VAC | 140VAC | 22A 22a | Cwiccw | osF812 | 1490.74 @ CRXO170BC 80hp 170A __| 5.63 x 7.25 x 6.25 78X2978 _ 
© 146 120VAC | 140VAC | _30A 30A | CW/CCW | 05F1232 | 2866.56  @CRX0273BC__| __100hp._— | 273A | 7x9.25x8.13 78X3032 = 
© 226 240vac | 280VAC | 7.5A 75A | CW/CCW | O5F768 | 1170.74 @ CRX0343BC 125hp 343A | 10x 11.05 x 8.63 © 78X3068__| 1682.57 
© 2368 240VAC | 280VAC | 10A 70A | CW/CCW | 05F813 | 1674.38 208 VAC, Core & Coil, 5% Impedance 
© 246 240vAc | 280VAC | 15A 15A | CW/CCW | 05F1234 | 2859.10 @ CRX10D7DC Shp 107A [6.38x4.13x3.51 78X3170_|_214.68 
Fig. 4 @ CRX0024CC 7.5hp 2A _[6.13x65x5" 78X2824 | 336.79 
© 10c-40 tov] aov = 7x] cwlcow | 3amia36 | a95 36 @ CRXO21ICC 75hp 2A |7x9.25x 7.63" 7ex3018 | 1494.41 
e10C tovac | 725A | 225A | cw/ccw | gami436 | 263.47 @ CRX0273CC 100hp 273A | 10x 11.05x9.13° 78X3034 | 1825.16 
@ 120 240VAC | 240VAC | 700mA | 7OmA | CW/CCW | 321440 | 443.78 208 VAC, Enclosed, 3% Impedance 
Fig. 6 @ CRX16D7BE Shp 167A [8.13x 10x10" 78X3179_| 471.07 
1156D 120VAC | 140VAC 50A 50A = 05F808 3635.15 @ CRX0031BE 10hp 31A 8.13 x 10 x 10 “ 78X2839 520.88 
4256D 240VAC | 280VAC 28A 28A a 05F806 3886.03 @ CRX0075AE 25hp 75A 12.13 x 14 x 14“ 78X2897 866.32 
@ CRX0088BE 30hp 88A 12.13 x 14x 14° 78X2915 866.32 
> CONTINUED > > CONTINUED > 
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HAMMOND POWER SOLUTIONS, SINGLE AND THREE PHASE STANDARD HAMMOND POWER SOLUTIONS, SINGLE AND THREE PHASE STANDARD 


REACTORS, HPS CENTURION R (CONT.) REACTORS, HPS CENTURION R (CONT.) 
Power Output Price Each Power Output Price Each 
Mfg. Part No. Consumption Current Dimensions Stock No. 1+ Mfg. Part No. Consumption Current Dimensions Stock No. 1+ 
208 VAC, Enclosed, 5% Impedance 480 VAC, Core & Coil, 5% Impedance 
@ CRX10D7DE 3hp 10.7A | 8.13 x 10x 10“ 78X3171 425.58 @ CRX04D8BC 3hp 48A  |5.13x 4.13 x 3.51“ 78X3100 208.66 
@ CRX0046CE 15hp 46A | 8.13x 10x 10“ 78X2869 676.82 @ CRX07D6BC 5hp 786A |6.13x6.5x5* 78X3156 210.23 
@ CRX0170DE 60hp 170A | 12.13x 14x 14“ 78X2983 | 1656.84 @ CRX0011CC 7.5hp MA |6.13x6.5x5" 78X2798 309.23 
240 VAC, Core & Coil, 5% Impedance @ CRX0021BC 15hp 21A 6.13x6.5x5* 78X2814 412.69 
@ CRX0002CC 0.25hp 1.04A | 5.13x 4.13 x 2.29" 78X2780 216.90 @ CRX0027CC 20hp 27A—-|6.13x6.5x5* 78X2832 377.94 
@ CRXO6D6DC 1.5hp 6.6A [5.13 x 4.13 x 3.51 * 78X3144 197.99 @ CRX0065BC 50hp 65A | 5.63 x 7.25 x6“ 78X2894 746.12 
@ CRX10D7CC 3hp 10.7A | 5.38 x 4.13 x 3.51 “ 78X3168 214.68 @ CRX0077DC 60hp TTA |5.63x 7.25 x6" 78X2910 832.75 
@ CRX16D7CC 5hp 16.7A |6.13x6.5x5* 78X3180 303.66 @ CRX0096BC 75hp 96A | 7x 9.25 x 8.25" 78X2922 | 1000.60 
@ CRX0024DC 7.5hp 244 -|6.13x6.5x5" 78X2826 328.13 @ CRX0124BC 100hp 124A |7x 9.25 x 8.63“ 78X2954 | 1120.81 
@ CRX0031DC 10hp 31A | 6.13x6.5x5" 78X2842 355.20 @ CRX0156BC 125hp 156A |7x9.25x 8.63“ 78X2974 | 1153.29 
@ CRX0046DC 15hp 46A | 6.38x 7.12 x 4.69 “ 78X2870 491.64 @ CRX0180BC 150hp 180A | 10 x 10.8 x 8.38 “ 78X2986 | 1483.58 
@ CRX0059DC 20hp 59A | 5.63x 7.25 x 6“ 78X2886 617.26 @ CRX0240BC 200hp 240A | 12.5x 13.75 x 11.63 “ 78X3024 | 1597.01 
@ CRX0075DC 25hp 75A | 5.63x7.25 x 6 “ 78X2902 665.99 @ CRX0361BC 300hp 361A | 12.5 x 13.75 x 11.38 “ 78X3076 | 2224.41 
@ CRX0143CC 50hp 143A | 7x9.25x 6.75“ 78X2964 | 1028.76 @ CRX0515BC 450hp 515A | 14.5x 13.75 x 13.38 “ 78X3120 | 2566.30 
@ CRX0170CC 60hp 170A |7x9.25x7" 78X2980 _ @ CRX0590BC 500hp 590A | 14.5 x 13.75 x 13.38 “ 78X3132_| 2807.70 
@ CRX0273DC 100hp 273A | 12.5x 13.75 x9“ 78X3036 | 1692.07 480 VAC, Enclosed, 1.5% Impedance 
@ CRX0396CC 150hp 396A | 12.5x 13.75 x 9.38“ 78X3086 | 1958.24 @ CRX04D6AE ‘thp 4.6A | 8.13x 10x 10“ 78X3091 358.44 
240 VAC, Enclosed, 5% Impedance @ CRXO6D6AE 1.5hp 6.6A |8.13x 10x 10“ 78X3139 ae 
@ CRX0002CE 0.25hp 1.04A | 8.13x 10x 10“ 78X2781 427.75 @ CRX10D7AE 3hp 10.7A | 8.13x 10x 10“ 78X3165 385.52 
@ CRX0024DE 7.5hp 24A | 8.13 x 10x 10“ 78X2827 536.04 @ CRX0031AE 10hp 31A —|8.13x 10x 10" 78X2837 512.22 
@ CRX0075DE 25hp 75A | 12.13 x 14x 14“ 78X2903 936.71 @ CRX0088AE 30hp 88A | 12.13x 14x 14“ 78X2913 833.84 
@ CRX0088DE 30hp 88A | 12.13x 14x 14“ 78X2919 958.37 @ CRX0528AE 200hp 528A | 28.9x 28.1x 21.3" 78X3123 | 2485.82 
@ CRX0170CE 60hp 170A | 12.13x 14x 14“ 78X2981 | 1516.06 480 VAC, Enclosed, 3% Impedance 
480 VAC, Core & Coil, 1.5% Impedance @ CRX03D5BE 0.75hp 3.5A | 8.13 x 10x 10 “ 78X3049 357.36 
@ CRX04D6AC thp 46A | 5.13x4.13 x 2.29 78X3090 150.21 @ CRX02D1AE ‘thp 241A |8.13x 10x 10“ 78X2993 323.79 
@ CRX10D7AC 3hp 10.7A | 5.38x 4.13 x 3.51 * 78X3164 173.52 @ CRX0003AE 1.5hp 3A [8.13 x 10x 10“ 78X2783 334.62 
@ CRX16D7AC 5hp 16.7A | 5.38 x 4.13 x 3.51 * 78X3176 226.91 @ CRX03D4AE 2hp 3.44 |8.13x 10x 10“ 78X3043 336.79 
@ CRX0031AC 10hp S1A [6.13 x6.5x5" 78X2836 303.66 @ CRX07D6AE 5hp 76A | 8.13x 10x10" 78X3155 356.28 
@ CRX0088AC 30hp 88A | 5.63 x 7.25 x 5.88 “ 78X2912 563.11 @ CRX0011BE 7.5hp MA [8.13x 10x 10“ 78X2797 377.94 
@ CRX0170AC 60hp 170A | 5.63 x 7.25 x 6.25 “ 78X2976 877.15 @ CRX0014AE 10hp 144 |8.13x 10x 10" 78X2805 411.51 
@ CRX0211AC 75hp 211A | 5.63x 7.25 x 6.25 “ 78X3014 963.79 @ CRX0027BE 20hp 27A—-|8.13x 10x 10" 78X2831 529.54 
480 VAC, Core & Coil, 3% Impedance @ CRX0034AE 25hp 34A 8.13 x 10 x 10“ 78X2849 559.86 
@ CRX01D1AC 0.5hp 141A |5.13x4.13 x 2.29" 78X2928 98.61 @ CRX0075BE 25hp TSA | 12.13x 14x 14“ 78X2899 817.59 
@ CRX01D6AC 0.75hp 16A |5.13x4.13 x 2.29 * 78X2936 103.20 @ CRX0040AE 30hp 40A | 8.13x 10x 10“ 78X2855 622.67 
@ CRX03D5BC 0.75hp 3.5A | 5.13x 4.13 x 2.29 * 78X3048 149.06 @ CRX0077AE 60hp TIA |12.13x14x 14" 78X2905 910.72 
@ CRX02D1AC ‘hp 241A | 5.13 x 4.13 x 2.29 * 78X2992 113.52 @ CRXOO96AE 75hp 96A | 12.13x 14x 14“ 78X2921_| 1027.68 
@ CRX0003AC 1.5hp 3A [5.13 x 4.13 x 2.29“ 78X2782 124.98 @ CRX0156AE 125hp 156A | 12.13x 14x 14“ 78X2973 = 
@ CRX03D4AC 2hp 34A  |5.13x 4.13 x 2.29 “ 78X3042 171.01 @ CRX0240AE 200hp 240A | 17.9x 23.5x 16.5" 78X3023 | 1568.49 
@ CRX07D5BC 2hp 75A  |5.38x 4.13 x 3.51 “ 78X3148 161.67 @ CRX0302AE 250hp 302A | 25.9 x 26.1 x 20.5“ 78X3059 | 4928.77 
@ CRX07D6AC 5hp 7.6A  |5.13x4.13x 3.51 “ 78X3154 257.90 @ CRX0477AE 400hp 477A | 31.2x33.5x 23" 78X3115 | 2671.22 
@ CRX0011BC 7.5hp MA |5.38x4.13 x 3.51 * 78X2796 225.90 @ CRX0590AE 500hp 590A | 28.9x 28.1x 21.3" 78X3131 | 3182.43 
@ CRX0024BC 7.5hp 24A | 6.13x6.5x5“ 78X2822 303.66 @ CRX1080AE 900hp 1.8kA | 31.2x 33.5 x 23" 78X3173 | 5877.31 
@ CRX0014AC 10hp 14A | 5.38x 4.13 x 3.51 78X2804 348.08 @ CRX1200AE 1000hp 1.2kA | 31.2x 33.5 x 23" 78X3175 | 6650.43 
@ CRX0021AC 1Shp 21A | 6.13x6.5x5* 78X2812 362.71 480 VAC, Enclosed, 5% Impedance 
@ CRX0046AC 15hp 46A | 6.13x6.5x5* 78X2864 328.13 @ CRX04D8BE 3hp 4.8A | 8.13x 10x 10“ 78X3101 363.86 
@ CRX0027BC 20hp 27A | 6.13x6.5x5“ 78X2830 312.96 @ CRX07D6BE Shp 7.6A  |8.13x 10x 10" 78X3157 421.25 
@ CRX0059BC 20hp 59A | 5.63 x 7.25 x 5.88 * 78X2882 491.64 @ CRX0014BE 10hp 144 |8.13x 10x 10“ 78X2807 486.23 
@ CRX0034AC 25hp 34A [6.13 x6.5 x5" 78X2848 343.28 @ CRX0021BE 15hp 241A | 8.13x 10x 10" 78X2815 529.54 
@ CRX0075BC 25hp TSA __|5.63x 7.25 x 5.88 * 78X2898 546.87 @ CRX0027CE 20hp 27A | 8.13x 10x 10" 78X2833 594.52 
@ CRX0040AC 30hp 40A | 6.13x6.5x5" 78X2854 406.09 @ CRX0034BE 25hp 34A | 12.13x 14x 14" 78X2851 713.64 
@ CRX0052BC 40hp 52A | 6.38 x 7.12 x 4.69 “ 78X2874 519.80 @ CRX0052DE 40hp 52A -|12.13x 14x 14" 78X2879 871.74 
@ CRX0114BC 40hp 4A |7x9.25x6.75“ 78X2946 730.96 @ CRX0065BE 50hp 65A | 12.13x 14x 14“ 78X2895 | 1016.85 
@ CRX0077AC 60hp TIA [5.63 x 7.25 x 6“ 78X2904 640.00 @ CRX0077DE 60hp TIA |12.13x 14x 14" 78X2911 = 
@ CRX0096AC 75hp 96A | 5.63x 7.25 x 6“ 78X2920 756.95 @ CRX0096BE 75hp 96A | 12.13x 14x 14 78X2923 | 1271.33 
@ CRX0124AC 100hp 124A | 10 x 10.8 x 8.25 * 78X2952 973.53 @ CRX0124BE 100hp 124A |12.13x 14x14" 78X2955 | 1499.82 
@ CRX0156AC 125hp 156A |7x9.25x7"* 78X2972_| 1137.05 @ CRX0156BE 125hp 156A | 17.9x 23.5 x 16.5“ 78X2975 = 
@ CRX0180AC 150hp 180A _|7x 9.25 x 8.88 * 78X2984 | 1267.00 @ CRX0240BE 200hp 240A | 25.9x 26.1x 20.5" 78X3025 | 2119.84 
@ CRX0240AC 200hp 240A | 10x 11.05 x 8.25 * 78X3022__| 1407.77 @ CRX0302BE 250hp 302A | 25.9 x 26.1 x 20.5“ 78X3061 | 2437.34 
@ CRX0302AC 250hp 302A | 12.5x 13.75 x9" 78X3058 | 1405.94 @ CRX0477BE 400hp 477A | 31.2x 33.5 x 23" 78X3117_ | 3075.93 
@ CRX0361AC 300hp 361A | 12.5.x 13.75 x 9.38 * 78X3074 | 1561.84 @ CRX0590BE 500hp 590A | 31.2x 33.5x 23" 78X3133 | 3754.38 
@ CRX0477AC 400hp 477A | 14.5 x 13.75 x 10.88 “ 78X3114_| 2078.02 600 VAC, Core & Coil, 3% Impedance 
@ CRX0515AC 450hp 515A | 14.5 x 13.75 x 10.88 * 78X3118 | 2442.10 @ CRX0001AC 0.5hp 1A 5.13 x 4.13 x 2.29 “ 78X2776 155.94 
@ CRX0720AC 600hp 720A | 14.5 x 13.75 x 11.63 * 78X3158 | 2882.64 @ CRX01D8AC thp 18A  |5.13x 4.13 x 2.29“ 78X2940 161.67 
@ CRX0840AC 700hp 840A | 14.5 x 13.75 x 11.88 “ 78X3160 | 3340.21 @ CRX02D6AC 1.5hp 26A |5.13x 4.13 x 2.29 “ 78X3004 175.43 
@ CRX1200AC 1000hp 1.2kA | 18.5.x 17.75 x 13.25 “ 78X3174 | 5703.75 @ CRX02D7AC 2hp 27A  |5.13x 4.13 x 2.29“ 78X3008 179.08 
480 VAC, Core & Coil, 5% Impedance @ CRX03D9AC 3hp 3.9A | 5.13x 4.13 x 2.29 78X3054 193.54 
@ CRX02D1BC ihp 241A [5.13x4.13 x 2.29 * 78X2994 115.81 @ CRX0009AC 7.5hp 9A 5.13 x 4.13 x 3.51 * 78X2790 242.49 
@ CRX0003BC 1.5hp 3A 5.13 x 4.13 x 2.29 * 78X2784 123.47 @ CRX0011AC 10hp MA = |5.38x 4.13 x 3.51“ 78X2794 261.39 
@ CRX03D4BC 2hp 340A |5.13x 4.13 x 2.29“ 78X3044 174.38 @ CRX0017AC 15hp 17A—-|[6.13x6.5x5“ 78X2808 303.66 
@ CRX04D8AC 3hp 48A —|5.13x4.13x 2.29" 78X3098 239.90 @ CRX0022AC 20hp 22A |6.13x6.5x5* 78X2816 322.57 
> CONTINUED > > CONTINUED > 
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HAMMOND POWER SOLUTIONS, SINGLE AND THREE PHASE STANDARD LR3 SERIES, 3 PHASE LINE REACTORS (CONT.) 


REACTORS, HPS CENTURION R (CONT.) Output Price Each 
Power Output Price Each Mfg. Part No. Current Dimensions Stock No. ike 
Mfg. Part No. Consumption Current Dimensions Stock No. 1+ 480 VAC, 3% Impedance 
600 VAC, Core & Coil, 3% Impedance LR3 48-3/10 10A 5.3x4.7 x 3.3" 05AC3472 86.46 
@ CRX0027AC 25hp 27A__ | 6.13x6.5x5* 78X2828 354.11 LR3 48-3/16 16A 5.3x4.7x 3.7" 05AC3479 94.48 
@ CRX0032AC 30hp 32A [6.13 x6.5 x5“ 78X2844 357.36 LR3 48-3/20 20A 6.4x6.1x 3.7“ 05AC3484 121.99 
@ CRX0041AC 40hp M41A — |6.13x6.5x5" 78X2858 396.35 LR3 48-3/25 25A 6.5x6.1x 3.7“ 05AC3486 146.57 
@ CRX0062AC 60hp 62A | 6.38 x 7.12 x 4.69“ 78X2888 579.36 LR3 48-3/30 30A 6.6 x6.1x 4.3“ 05AC3488 170.07 
@ CRX0077BC 75hp TIA__|5.63x7.25x6* 78X2906 687.65 LR3 48-3/35 35A 6.6 x6.1x 4.3" 05AC3490 477.14 
@ CRX0099AC 100hp 99A -|5.63x7.25x6" 78X2924 920.47 LR3 48-3/40 40A 7.7X7.3x 4.0“ 05AC3492 225.31 
@ CRX0125AC 125hp 125A 17x 9.25x 7.63“ 78X2956 850.08 LR3 48-3/45 45A 7.7X7.3x 4.0“ 05AC3494 244.08 
@ CRX0144AC 150hp 1444 | 10x 10.8x 8.25" 78X2968 | 1158.71 LR3 48-3/50 50A 8.2x7.3x 4.0“ 05AC3495 260.55 
@ CRX0289AC 300hp 289A | 10x 11.05x9* 78X3038 | 1644.54 LR3 48-3/63 63A 8.1x7.3x 4.4“ 05AC3498 273.17 
600 VAC, Core & Coil, 5% Impedance LR3 48-3/70 70A 8.1x7.3x 4.8“ 05AC3500 319.73 
@ CRX0001BC 0.5hp 1A |5.13x4.13x 2.29" 78X2778 167.41 LR3 48-3/80 80A 9.5x8.3x 4.6“ 05AC3503 402.81 
@ CRX01D4BC 0.75hp 14A _|5.13x4.13x 2.29" 78X2934 173.14 LR3 48-3/90 90A 71x8.3x 4.1“ 05AC3505 771.45 
@ CRX02D6BC 1.5hp 26A  |5.13x4.13 x 2.29" 78X3006 179.08 LR3 48-3/100 100A 7.9.x 10.5 x 4.5“ 05AC3473 662.24 
@ CRX03D9BC 3hp 3.9A |5.13x4.13 x 2.29" 78X3056 193.54 480 VAC, 5% Impedance 
@ CRX06D1BC 5hp 6.1A  |5.13x 4.13 x 3.51 “ 78X3136 246.93 LR3 48-5/2 2A 3.9.x 2.9x 2.2" 05AC3517 52.14 
@ CRX0009BC 7.5hp 9A |6.13x6.5x5* 78X2792 294.76 LR3 48-5/6 6A 4.6x3.1x27" 05AC3531 80.78 
@ CRX0017BC 15hp 17A_ | 6.13x6.5x5* 78X2810 354.11 LR3 48-5/8 8A 54x4.7x3.3" 05AC3536 166.86 
@ CRX0022BC 20hp 22A  |6.13x6.5x5“ 78X2818 403.93 LR3 48-5/10 10A 54x4.7x3.7" 05AC3506 126.86 
@ CRX0027DC 25hp 27A__ | 6.38x7.12x 4.69" 78X2834 486.23 LR3 48-5/16 16A 6.4x6.1x3.7" 05AC3513 144.29 
@ CRX0032BC 30hp 32A | 6.38x 7.12 x 4.69 * 78X2846 506.80 LR3 48-5/20 20A 6.4x6.1x4.3" 05AC3518 177.18 
@ CRX0041BC 40hp MA |6.38x7.12x5.19" 78X2860 557.70 LR3 48-5/25 25A 6.5x6.1x 4.3“ 05AC3520 195.30 
@ CRX0052AC 50hp 52A | 6.38 x 7.12 x 4.69 * 78X2872 526.29 LR3 48-5/30 30A 7.8x7.3x 4.0“ 05AC3522 246.33 
@ CRX0052CC 50hp 52A | 6.38x 7.12x5.19“ 78X2876 595.60 LR3 48-5/35 35A 7.8x7.3x 4.4“ 05AC3524 366.85 
@ CRX0062BC 60hp 62A | 6.38x7.12x 5.19 * 78X2890 920.47 LR3 48-5/40 40A 7.8x7.3x 4.4“ 05AC3526 286.23 
@ CRX0077CC 75hp TIA -|7x9.25x 6.25“ 78X2908 958.37 LR3 48-5/45 45A 8.1x7.3x 4.8“ 05AC3528 408.15 
@ CRX0144BC 150hp 144A | 10x 10.8x 9.5“ 78X2970_— | (1472.75 LR3 48-5/63 63A 9.3x8.3x4.9" 05AC3532 437.76 
600 VAC, Enclosed, 3% Impedance LR3 48-5/70 70A 9.4x 83x53" 05AC3534 485.01 
@ CRXOO01AE 0.5hp 1A 8.13 x 10 x 10 “ 78X2777 363.86 LR3 48-5/80 80A 10.2x 9.1 x 5.9" 05AC3537 570.69 
@ CRX02D6AE 1.5hp 26A |8.13x10x 10“ 78X3005 382.27 LR3 48-5/90 90A 7.9.x 10.5 x 5.5" 05AC3539 1012.90 
@ CRXO6D1AE 5hp 6.1A | 8.13x 10x 10" 78X3135__|_ 1498.74 LR3 48-5/100 100A 8.3x11.5x5.5" 05AC3507 1130.69 
@ CRXO011AE 10hp MA |8.13x 10x 10° 78X2795 471.07 600 VAC, 3% Impedance 
@ CRX0022AE 20hp 22A | 8.13x 10x 10“ 78X2817 530.63 LR3 60-3/4 4A 4.6x24x37" 05403559 55.90 
@ CRX0144AE 150hp 144A | 17.9 x 23.5 x 16.5 “ 78X2969 wey LR3 60-3/20 20A 6.4x3.7x6.1" 05AC3552 437.01 
600 VAC, Enclosed, 5% Impedance LR3 60-3/25 25A 6.6x4.3x 6.1“ 05AC3554 192.06 
@ CRX0001BE 0.5hp 1A 8.13 x 10 x 10“ 78X2779 374.69 LR3 60-3/30 30A 6.6 x 4.3x 6.1 “ 05AC3556 222.52 
@ CRX01D4BE 0.75hp 14A  [8.13x 10x 10° 78X2935 = LR3 60-3/35 35A 6.5x4.3x6.1 “ 05AC3558 217.55 
@ CRX06D1BE Shp 6.1A | 8.13x 10x 10" 78X3137__| 1539.89 LR3 60-3/40 40A 77xX4x7.3" 05AC3560 253.83 
@ CRX0052AE 50hp 52A | 12.13x 14x 14“ 78X2873 797.02 LR3 60-3/45 45A 77x4.4x7.3" 05AC3562 282.84 
@ CRX0077CE 75hp TIA |12.13x 14x14“ 78X2909 | 1229.10 LR3 60-3/50 50A 8.2x4.4x7.3" 05AC3563 290.40 
@ CRX0144BE 150hp 1444 | 25.9x 26.1x 20.5" 78X2971 | 1625.53 LR3 60-3/63 63A 8.2x4.8x 7.3" 05AC3566 336.47 
@ CRX0192BE 200hp 192A | 17.9x23.5x 16.5" 78X2991 | 1825.16 LR3 60-3/70 70A 9.5 x 4.6 x 8.3“ 05AC3568 412.85 
@ CRX0382BE 400hp 382A | 28.9x 28.1x 21.3" 78X3081 2686.21 LR3 60-3/80 80A 9.4x4.9x8.3" 05AC3571 428.70 
@ CRX0472BE 500hp 472A | 28.9x 28.1 x 21.3“ 78X3113 | 3443.55 pase yaaa 
Core & Coil = 
@ CRX0008CC = 8A |16.13x6.5x5 78X2788 a MDB SERIES MOTOR REACTOR BLOCK PSS 
@ CRX0045CC a 45A | 6.38x 7.12 x 5.19 78X2862 725.55 @ High damping of edge steepness O 
@ CRX0200CC “ 200A |7x9.25 x 7.63 * 78X3012_ | 1353.63 © High damping of inverter switchinh/clock frequency www blackuse.cam 
Enclosed e Reduction of leakage current ; 
@ CRX0035CE 7 B5A | 12.13x 14x 14" 78X2853 | 947.54 : Ha piaa fengtis possible 
@ CRX0045CE a 45A 12.13 x 14x 14“ 78X2863 942.13 © Very good corrosion protection and low noise thanks to 
@ CRX0200CE e 200A | 17.9x 23.5 x 16.5 * 78X3013 | 1520.96 BLOCKIMPEX vacuum impregnation 
PIM_5465538 
LR3 SERIES, 3 PHASE LINE REACTORS BLOCK 
@ Rated voltage 3 x 480VAC or 3 x 600VAC 
® hort-circuit voltage (uK) 3 - 5% meen biguinss ehtn Output Price Each 
© Rated current 3 x 2 to 3 x 1600 A Mfg. Part No. Current Dimensions Stock No. 1+ 
e Inductance 0.014 to 18.5mH 400 VAC 
@ Insulation class B, F or H 
@ Ambient temperature: -10°C to 40°C @ MDB 400/61 61A 182 x 120 x 210 mm 54X2788 _ 
© Degree of protection IP 00 @ MDB 400/72 72A 182 x 120 x 210 mm 54X2789 _ 
@ MDB 400/176 176A 205 x 165 x 240 mm 54X2787 = 
PIM_5465720 


Output Price Each 
Mfg. Part No. Current Dimensions Stock No. 1+ 
480 VAC, 3% Impedance 

LR3 48-3/2 2A 46x29x22" 05AC3483 42.84 
LR3 48-3/4 4A 3.9x2.9x 2.5“ 05AC3491 47.91 
LR3 48-3/6 6A 46x3.1x24" 05AC3497 63.02 
LR3 48-3/8 8A 4.6x3.1x2.7" 05AC3502 76.86 

> CONTINUED > 


1.800.463.9275 ¢ newark.com elementiu 889 


890 


SECTION INDEX 


Electromechanical & Industrial Control 


Relays, Solenoids & Contactors 


Power GeneraliPUrpose! aes ete nee meester, 

PNULOTN NOLIN RISE She eeeessrereenrertrseecritter neers eretvreres eeerissnerrrers maior 

Current Monitoring Relays ... 

Phase Monitoring Relays...... 

Voltage Monitoring Relays........ r 

Multi Voltagel Control) Relays iesseeeretsesrescen renee eerterrr meer errrars 
oweSiqniall Relay Sretterrcc- tasers street etree ensereeree toe seerereerter ees 930-934 
MOSFET PCB Relays... ... 934-936 
PREGGO AS Fevtecrecserescreereeesnerrseeeretaerts ee ees cue ene ebeeea tet reerepeerteyecs 936-940 
Safety PB) Relays essere rescestrscees sa re eet annae eretee Ores coe eeae 940-941 
Solid-State Panel-Mount Relays... ... 941-952 
Mercury Displacement RELAYS -c:-.-cccsscccsecccssecceseccscecceasseeceeescecceseersszeeecee 952 
Contactors/Motor Starters/AC Drives.........-c:ssssssssssesesesesseeeseeeeees 952-961 
asa] (ol fol folyereenn reer evcentenerrcoepersereerrsssevcerrreareereeestasrneriere st aceneeeereetrar eae 961 


Switches & Sensors 


Switches — Pushbutton Standard 
Switches — Pushbutton Miniature 
Switches — Pushbutton 22mm...... ree 
Switches — Pushbuntonbs Orit eessssssrscsssestesssesssresessrestsestessessesres 

Switches — Pushbutton Vandal ReSistant ...........:ccsssssessessecseeseeseese 982-984 
Switches — Emergency Stop 2 
Switches ControliStatioileesesessssteesseressesssssns esters es 
Switehesi= ROCK Cleercysccassvosersssteitttnsseestcsctesessossertins attenet stsseeeaazs 
Switches — Rotary 
Switches — Toggle 
Switches — Keylock & Sele CtOM........:.-ssscccssecssecccseccseescseeecutecessees 1017-1019 
Switches — Snap-Action................ .... 1019-1030 
Switches — Limit... .... 1030-1038 
SWITEMES =D OO ieeereeseecrerre etree reenter eer ne rere eee eee 1038-1039 


Switches =D etecteee-sersertrerccreteees enters sreest etter eaten eee 1039 
SWITCHES Sie fererrssessereeet res scesseercereercanees sree ert ae ee oes 1040-1041 
SWITCHES = DI Biceersrsesrees reer reese stceneensaeees reer eet aeeenoe ore 1042-1044 
Switches — Tactile ... .... 1044-1052 
SWITCHES =| REGU teeesceeerrerereesresssererrererrersererss teers rere mereenrntintEe 1053-1054 
SWILCHES =| ROOtisreserrcerereestserossrerteeeseeeveenes treet treeremreeer reas 1054-1056 
Switches — Joysticks .. .... 1056-1057 
SWItCHES =| Ke\PadSkecsatuctesteccitterestenceen ee ete 1057-1059 
Switches — Thumbwheel/PUSHWheEEl ............ssscessessecseessessessesseessessersees 1059 
Switches —ACCESSOTIES ............:seeseee 1059-1072 
Switches —Tilt.... 1072-1073 
SUWITCHUEVall Ki teteeretesreeseeeerneretnreeestesceee tear sraree eters nero eeerttre re ereostoere 1073 
SELISOLS I PTOXINMLY ceeeseceesereesserrsteccees teen eerersrecesstreseer eerste 1073-1079 
SEMMSOMS =I ROSINON Seeercesersereeseeeresseestteestcacrerse tere eeremerteereneteo 1079-1081 
Sensors — Pressure. ... 1081-1091 
UTS o/s] AO) (2 ees ereantenictiaaear cere ee Ee 1092-1093 
SONSOMS =I GLIT CN teen cere rrertceatseerreterrerrerrertrtrr eeremereeererterte 1093-1094 


Sensors — Airflow... .... 1094-1095 


Sensors — Flow........... 1095-1096 
Sensors — Liquid Level..... .... 1096-1100 
Sensors = Ultrasone cass cestaser cessor nase 1101 
SENSO = MagneliG ictaceee ters sssersensscaceeeeer veer rerie erate 1101-1107 
SOMSONS = ACCOlOreaOM ses oeecosesssecossssscsesesseecoesssceroses eesesssssesener esses oeeoos 1107 
SONSOrS = TOMPClatNe sacar eeieniseneeeeeeerenerae 1107-1112 
SenSOrs = MOtlONcerear case westerners enero 1112 
Sensors — Optical........ 1112-1114 
Sensors — Photoelectric ... 1114-1119 
Sensors — Humidity........... «1119-1121 
IMONMOCOUPIOS! seeeeeee eens ertesnerpeeuieronsneereaeteice 1121-1123 
Sensors—ihenmOstatSeaascssscssessictc cesses crarneron 1123 
Sensors — Vibration a 

SENSOMEVALI Kite recscosrtemtrcrrrsrsrer teresa teres tercecr rrr oi 

SONSONS—ACCOSSONES seer errr ee 1125-1127 


To search by manufacturer, see our detailed Manufacturer Index on page 1768. 
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Motors;=D Gi Goats ree 1170 
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Panel Instrumentation 


7 Eel 010 eemeereeerpc eerie ncerereenerer ere sree tereerrsren werere crete ere 1128-1130 
GOUNTEIS essescetrseseiste eaters re sere sierra seers ere nee 1130-1133 
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Operator Interfaces (HMI) 
“Utne IDSTENY [NSIEINS cicorerenenoosccunconcecnonconascnenesce 1149-1151 
PanelildiGatons 28a eveweccees eveercee eee eeeaeees 1151-1155 


Warning & Safety 


Signaling; — Audibles tsetse tenerreeee errs 
Signaling — Stacklights 
Satety LightiGurtaimS\eresesreeeee ere 


Industrial Computing & Process Control 


Salety'— ContrOlleSwaceeeeaescrcrenee ener heer 
Controllers — PLCS ....ssssessssssssssesnsseennsttnsteinestineeseneet MSGS OO FCo ety REIAVS Se 
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Electromechanical 


Switches 


Over 11,000 
products From 
48 top brands 
including: 

EAO Switch 
Eaton 

Honeywell 

ITW Switch 
Schneider Electric 
TE Connectivity 


Temperature & Process Controllers 


Over 1,700 products 
From 32 top brands 
including: 

Cal Controls 
Newport Electronics 
Omron 


Connectors — Industrial 


Over 19,500 products 


- From 25 top brands including: 
~ Amphenol 
Harting 
Molex 


TE Connectivity 


Wire/Cable & Wire Accessories 


( Over 29,000 products 
| From 30 top brands 


i including: 
4 Alpha 
b Belden 
i Panduit 


Valves & Pneumatics 


rm) Over 130 


Sensors 


Over 200 products Over 12,000 


ducts From 
products From 17 top pro 
From 10 t brands including: 32 top brands 
LoL AO]? including: 
brands including: IDEC 
i F : Honeywell 
Legris Schneider Electric IDEC 
Norgren Omron ae 
oe Redition Schneider Electric 
TE Connectivity 


892 The Broadest Selection of Electronics Products & Solutions 


Electromechanical 


Signal Lights Motors 
Over 690 products Over 530 products 
From 8 top From 22 top brands 
brands including: including: 
Banner Lin Engineering 
y Eaton Maxon Motor 
Edwards Signaling Sanyo Denki 
od Patlite 


— Schneider Electric 


Circuit Breakers 


Over 3,000 
products From 
18 top brands 
including: 

Airpax 

Carling 

Eaton 

Schneider Electric 


Safety Switches & Relays 


Over 1,300 products 

From 25 top brands including: 
Eaton 

Honeywell 

Schneider Electric 

TE Connectivity 


Over 450 products 


From 8 top 
brands including: 


Banner 
Engineering 

Carlo Gavazzi 
IDEC 

Schneider Electric 


Over 18,200 products 


From 151 top 
brands including: 


Eaton-Cutler Hammer 
Newport Electronics 
Omron 

Red Lion 

Schneider Electric 
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Connecting machines for 
high-speed productivity 


Total Automation & Safety Solutions 


Visit Newark online: http://www.newark.com/omron-industrial-automation + email: order@newark.com + 1.800.463.9275 


INTERFACE RELAYS 


© Devices with output contacts protected by built in RC circuit, A 4 | 4 


RELAYS, SOLENOIDS & CONTACTORS 
POWER — GENERAL PURPOSE 


RELAY INTERFACE MODULES (CONT.) 


which result in increased contact life | Coil Contact unicelEschy 
© Devices with leakage current protection on the input side Mfg. Part No. Voltage Current Stock No. 1-94 
@ Available with visible or covered switch on the front of the unit, DPDT, Screw 
ath coecion found Bar can co anes avis ofS a - ae 
discontinued devices : © 38.52.7.024.0050 24 VDC 8A 08X7079 35.16 
© LED for the indication of the operational state @ 38.52.0.125.0060 125V 8A 08X7078 28.86 
SPDT 
© 38.21.0.024.9024 08X7065 77.80 
SPDT, Cage Clamp 
Coil Contact Price Each © 38.61.0.024.0060 24V 6A 08X7080 32.88 
Mfg. Part No. Voltage Current Stock No. 1-9+ @ 38.61.7.024.0050 24 VDC 6A 08X7082 25.34 
SPDT, Screw © 38.61.0.125.0060 125V 6A 08X7081 38.43 
1SNA645001R0300 24V 6A 65Y8784 25.00 SPDT, Screw 
PIM_5542772 © 38.51.7.006.0050 6 VDC 6A 08X7073 21.49 
© 38.51.0.012.0060 12V 6A 08X7068 20.92 
XR SERIES TERMINAL BLOCK RELAYS E T ol © 38.21.0.012.0060 12V 6A 08X7063 56.98 
: sate Pa ea field replacement aS Hie © 39.81.0.024.0060 av 6A 08X7092 33.37 
Screw connection Gap sinpiat © 39.31.0.024.0060 24V 6A 08X7090 28.35 
© LED status indication Available © 39.11.0.024.0060 24V 6A 08X7088 26.51 
: a he ae (%),, © 38.51.0.024.0060 24V 6A (08X7069 18.42 
e All sania input voltages between 12VDC to 120VAC C € © 38.21.0.024.0060 24V 6A 08X7064 37.12 
© XRU1D24U: 24 VaciVde © 38.51.7.024.5050 24 VDC 6A 08X7076 15.40 
© 38.51.7.024.0050 24 VDC 6A 08X7075 30.80 
© 38.51.3.125.0060 125V 6A 08X7072 30.11 
© 38.51.0.125.0060 125V 6A 08X7070 41.34 
Coil Contact Price Each @ 39.31.3.125.0060 125 VAC 6A 08X7091 38.15 
Mfg. Part No. Voltage Current Stock No. 1-4+ @ 38.51.0.240.0060 240 V 6A 08X7071 33.98 
SPDT, Screw SPST-NO 
@ XRU1D24 24 VDC 6A 46P4591 54.49 © 38.81.7.024.8240 08X7085 46.29 
@ XRU1D24U 24 VDC 6A 4776265 37.70 SPST-NO, Cage Clamp 
@ XRU1D120U 120V 6A 4776264 68.67 @ 38.91.7.024.9024 24 VDC 2A 08X7087 28.02 
PIM_202254 SPST-NO, Screw 
@ 38.81.7.024.9024 24 VDC 2A 08X7086 63.33 
D7 SERIES 15A GENERAL PURPOSE RELAYS E ‘Teh © 350.1008 0eE zoe an Oexz089 53.31 
a © 38.31.7.024.9024 24 VDC 5A 08X7067 62.55 
Spite i @ 38.31.7.024.8240 24 VDC 5A 08X7066 66.47 
Available © 38.81.3.125.8240 125V 2A 08X7084 43.06 
G C € SPST-NO, Through Hole 
© 34.81.7.024.9024 | 08X7062 18.82 
PIM_211644 
MODULAR STEP RELAY 
Features: nder’ 


@ Panel and DIN Rail mounting @ Shows coil ON or OFF 
© Bipolar LED status lamp allows for reverse polarity @ Ideal in low light conditions 
applications 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
3PDT, Quick Connect 
@ D7PF3AT1 24 VDC 15A 400 ohm 40T8635 47.76 
@ D7PF3AA 120 VAC 15A 2.77 kohm 40T8634 46.55 
4PDT, Quick Connect 
@ D7PF4AT1 24 VDC 15A 388 ohm 4078636 54.93 
@ D7PF4AA 120 VAC 15A 2.2 kohm 84R3839 60.37 
DPDT, Quick Connect 
@ D7PF2AT1 24 VDC 12A 650 ohm 40T8633 40.12 
@ D7PF2AA 120 VAC 12A 3.83 kohm 40T8632 35.92 
Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 
@ D7PAD Eaton D7PF4 Series Control Relays 4078629 33.08 
@ D7PAA Eaton D7PF Series Control Relays 46K6612 18.04 
@ D7PAB Eaton D7PF Series Control Relays 53M5861 24.83 
PIM_195397 
RELAY INTERFACE MODULES = 5 
@ Instant ejection of relay by plastic retaining clip f | nder 
@ Integral coil indication and protection circuit 
© 35 mm rail (EN 60715) mounting Gee sinpian 
Available 
Coil Contact Price Each 
Mfg. Part No. Voltage Current Stock No. 1-9+ 
DPDT, Cage Clamp 
@ 38.62.7.024.0050 | 24 VDC 6A 08X7083 22.20 
> CONTINUED > 
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e 17.4mm wide 

@ AC coils and DC coils 

© 35 mm rail (EN 60715) mount 
© Cadmium free contact material 
Specification: 

© Operating Voltage: 250V 


© fi 


Compliant 


Sapien 
Available 


@ Relay Mounting: DIN Rail, Panel 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
DPST-NO, Screw 
@ 20.22.9.024.0000 24 VDC 16A 105 ohm 08X7046 60.07 
@ 22.22.9.024.4000 24 VDC 20A 460 ohm 08X7051 32.33 
@ 22.32.0.120.4340 120V 25A ag 08X7053 51.73 
@ 20.22.8.120.0000 120 VAC 16A 680 ohm 08X7045 55.65 
SPST-NO, Screw 
@ 20.21.9.012.0000 12 VDC 16A 27 ohm 08X7043 25.54 
@ 20.21.9.024.0000 24 VDC 16A 105 ohm 08X7044 51.00 
@ 20.21.8.120.0000 120 VAC 16A 680 ohm 08X7042 16.76 
SPST-NO, SPST-NC, Screw 
@ 20.23.9.012.0000 12 VDC 16A 27 ohm 08X7048 65.04 
@ 20.23.9.024.0000 24 VDC 16A 105 ohm 08X7049 58.98 
@ 22.23.9.024.4000 24 VDC 20A 460 ohm 08X7052 62.23 
@ 20.23.8.120.0000 120 VAC 16A 680 ohm 08X7047 29.73 
PIM_211591 
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RELAYS, SOLENOIDS & CONTACTORS 


POWER — GENERAL PURPOSE 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


1 POLE 6A PC BOARD RELAY = , PC BOARD RELAY (CONT.) 
@ 1 Pole changeover contacts or fi nder F A Price Each 
© 1 Pole normally open contact Coil Contact Coil ja 
© Ultra slim, 5 mm, package Sepinn jee Mfg. Part No. Voltage Current Resistance Stock No. 1+ 
© Sensitive DC coil - 170 mW (Dual AC/DC coil drive Available SPDT, Solder 
. eae bas 93 eri — @ 40.51.8.120.0000 120 VAC 10A 9 kohm 08X7104 10.87 
admium Free contact materials 
© 8/8 mm clearancelcreepage distance © 40.31.8.120.0000 120 VAC 10A 9 kohm 08X7099 11.10 
© 6 kV (1.2/50 ps) insulation, coil-contacts 40.61.8.120.0000 120 VAC 16A 9 kohm 08X7120 11.81 
@ 40.31.8.240.0000 240 VAC 10A 31.5 kohm 08X7100 14.03 
Coil Contact Coil Price Each Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ Mfg, Part No. Description Stock No. | eee 
ote ; A 7 aah — Pe © 99.02.0.230.98 Green LED + Varistor module 08X7368 8.60 
51.7.005. ohm : 
© 34.51.7.012.0010 12 VDC 6A 840 ohm 08X7057 11.61 phere 
@ 34.51.7.024.5010 24 VDC 6A 3.35 kohm 08X7059 11.96 
© 34.51.7.060.0010 60 VDC 6A 19.7 kohm 08X7060 10.09 10A GENERAL-PURPOSE POWER RELAYS IDE 
@ High reliability and long service life Cc 
PIM_211643 @ DPDT or 3PDT pure silver contacts 
© 11-blade plug-in terminals Folis 
PC BOARD RELAY © Options include check button for test operation and Avaliable 
H ® indicator light . 
@ AC and DC coils @ finder © Mounting options include flange mounting, DIN socket, or A G 
@ 8mm, 6 kV (1.2/50 us) isolation, coil-contacts aie panel mount socket 
j ‘ ‘01 
; ae atl rete i Ost Contact material is silver. Operating time: 25ms. Release 
UX/PIOO!: standard, ( option) Available time: 25ms. Temperature range: -30°C to +70°C. Socket 
ordered separately, below. UL recognized, CSA certified. 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
3PDT, Quick Connect, Side Flange Model 
44.52.7.024.0000 @ RR3B-USAC24V 24 VAC 10A 79 ohm 31B3342 a 
7 3PDT, Quick Connect, Standard 
non pontiac Soll [Price Fach Te RRIB-UDCIAV 12 VDC 10A 100 ohm 66M8480 | 20.71 
Mfg. Part No. Voltage Current Resistance Stock No. 1+ = 2 
4PDT, Quick Connect @ RR3B-UAC24V 24 VAC 10A 79 ohm 91F5557 23.67 
© 55.34.9.024.0040 24 VDC TA 600 ohm 08x7197_| 13.09 @RRSE-UDC AAV 24 VC us a00.chm SHE SECO ON 
DPDT, Quick Connect @ RR3B-UAC120V 120 VAC 10A 2.1 kohm 91F5558 23.67 
© 46.52.8.024.0054 24 VAC BA 320 ohm 08x7133_| 24.40 SPDT, Quick Gonnect, With Indicator 
@ 46.52.9.024.0074 24 VDC BA 1.2 kohm 08X7137 11.56 RR3B-ULDC12V 12 VDC 10A 100 ohm 91F5563 22.06 
© 46.52.9.024.0040 24 VDC 8A 4.2 kohm 08X7136 9.67 RR3B-ULAC24V 2ANAC 10A 79. ohm 91F5561 26.91 
© 46.528. 120.0054 420 VAC 8A 9 kohm 08X7135 | 13.48 SRO DED CAH er ND 108 AO chm S1F5564 | 26.29 
@ 46.52.8.120.0040 120 VAC BA 9 kohm 08X7134 11.52 @ RR3B-ULDC110V 110 VDC 10A 8.46 kohm 31B3337 23.19 
DPDT, Solder @ RR3B-ULAC120V 120 VAC 10A 2.1 kohm 91F5562 28.05 
© 40.52.8.012.0000 12. VAC BA 80 ohm 08X7108 6.28 DPT, Quick Connect 
@ 40.52.9.012.0000 42 VDC BA 220 ohm 08X7114 473 e RRZEUACAAN | 24 VAC 10A 79 ohm 91F5535 22.40 
© 41.52.9.012.0010 12 VDC BA 360 ohm 08X7123 8.18 DPDT, Quick Connect, Side Flange Model 
@ 44.62.9.012.0000 42 VDC 10A 220 ohm 08X7131 a RR2BA-USDC24V 24 VDC 10A 400 ohm 31B3244 15.01 
© 40.52.8.024.0000 24 VAC 8A 320 ohm 08X7109 9.68 DPDT, Quick Connect, Standard 
© 44.52.7.024.0000 24 VDC 6A 1.2 kohm 08X7126 = RR2BA-UDC12V 12NDC 10A 100 ohm SUSE || 
© 44.52.9.024.5000 24 VDC 6A 900 ohm 08X7128 = @ RR2BA-UAC24V fa VO 10A Fohm SIF 59900 |toia8 
@ 44.52.9.024.0000 24 VDC 6A 900 ohm 08X7127 Es RR2BA-UAC120V 120 VAC 10A 2.1 kohm 91F5551 20.97 
© 40.52.7.024.0000 24 VDC BA 1.15 kohm 08X7107 7.00 DPDT, Quick Connect, With Indicator 
@ 41.52.9.024.0010 24 VDC BA 1.44 kohm 08X7124 7.45 RR2BA-ULDC24V 24 VDC 10A 400 ohm 88F1414 22.96 
@ 40.52.9.024.5000 24 VDC 8A 900 ohm 08X7117 16.60 Price Each 
@ 40.52.9.024.0001 24 VDC 8A 900 ohm 08X7116 9.37 Mfg. Part No. Description Stock No.| 1-1-4+ 
@ 40.52.9.024.0000 24 VDC 8A 900 ohm 08X7115 9.08 @ BNDN1000 35mm 1 Meter Low-Profile Aluminum DIN Rail 96F6501 11.19 
@ 44.62.7.024.0000 24 VDC 10A 1.2 kohm 08X7130 = @ BNL-5 DIN Rail Metal End Clip 66M8411 2.58 
@ 44.62.9.024.0000 24 VDC 10A 900 ohm 08X7132 ees @ SR3B-51 Idec RR1BA, RR2BA, RR3B Relays 17M8212 2.18 
@ 44.52.9.110.0000 110 VDC 6A 18 kohm 08X7129 as @SR3B-05 | Idec RR1BA, RR2BA, RR3B Series Relays & RTE-B Series Timers | 13M2994 APRIL 
@ 41.52.9.110.0010 110 VDC 8A 24.2 kohm 08X7125 9.84 @ SR3B-02F1 Idec SR3B-51 Relay Sockets 91F6258 0.69 
@ 40.52.8.120.5000 120 VAC 8A 9 kohm 08X7111 20.43 PIM_85525 
@ 40.52.8.120.0000 120 VAC 8A 9 kohm 08X7110 13.24 
@ 40.52.8.230.0000 230 VAC 8A 28 kohm 08X7112 24.50 6-10A GENERAL-PURPOSE RELAYS 
@ 40.52.8.240.0000 240 VAC 8A 31.5 kohm 08X7113 14.89 © No solder points or internal wires, for high reliability uu D E Cc 
SPDT, Quick Connect : be beer ula contacts sais 
or DC coi ‘ 
@ 46.61.9.012.0040 12 VDC 16A 300 ohm 08X7141 13.94 @ 14-blade solder tab/plug-in base Gee einoiat 
@ 46.61.9.024.0074 24 VDC 16A 1.2 kohm 08X7143 9.05 © Mechanical flag indicator - 
© 46.61.9.024.0040 24 VDC 16A 1.2 kohm 08X7142 14.72 : Pa — rst oe cw US 
@ Snap-on marking plate 
@ 46.61.8.120.0054 120 VAC 16A 9 kohm 08X7140 17.21 © Color-coded manual latching lever @ 
@ 46.61.8.120.0040 120 VAC 16A 9 kohm 08X7139 9.67 @ |P40 protection 
SPDT, Solder Contact material is silver tin oxide indium for 2-pole relays and 
@ 40.31.9.012.0000 12 VDC 10A 220 ohm 08X7101 4.01 gold-silver alloy on silver for 4-pole relays. Contact resistance: 
—— - 500 max. Operating and release time: 20 msec max. Power 
40.61.9.012.0000 12 VDC 16A 220 ohm 08X7121 8.46 consumption: 1.1—1.4VA (AC); 0.9—1.0W (DC). Operating 
@ 40.51.8.024.0000 24 VAC 10A 320 ohm 08X7103 9.16 temperature: -55° to +70°C. Items with “C” in the mfg. part no. are without check button. Relays with momentay 
40.61.8.024.0000 24 VAC 16A 320 ohm 08X7119 10.22 check button also available go online or call 
@ 40.51.9.024.0000 24 VDC 10A 900 ohm 08X7105 6.97 
@ 40.31.9.024.0000 24 VDC 10A 900 ohm 08X7102 7.16 
40.61.7.024.0000 24 VDC 16A 1.15 kohm 08X7118 10.49 
40.61.9.024.0000 24 VDC 16A 900 ohm 08X7122 7.75 
> CONTINUED > > CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


POWER — GENERAL PURPOSE 


6-10A GENERAL-PURPOSE RELAYS (CONT.) 5A GENERAL-PURPOSE RELAYS (CONT.) 
Coil Contact Coil Price Each Price Each 
Mfg. Part No. Voltage Current Resistance StockNo. | 1-4+ _ Mfg. Part No. Description StockNo.| 1-1-4+ 
4PDT, Quick Connect @ SY2S-05C 2-Pole Finger-Safe DIN Rail Mount Socket 13M3020 | 10.30 
@ RU4S-D12 12 VDC 6A 160 ohm 84C6311 _ @ SY2S-61 2-Pole PC Board Mount Socket 13M3021 2.09 
@ RU4S-C-D12 12 VDC 6A 160 ohm 84C6308 12.41 @ SY2S-05 2-Pole Standard DIN Rail Mount Socket 13M3019 8.23 
@ RUAS-A24 24 VAC 6A 164 ohm 1803889 17.83 “@BNDNi000; 36mm MeterLow-Profile Aluminum DINRail | 96F6501| 11.19 
@ RU4S-C-A24 24 VAC 6A 164 ohm 8406306 14.73 @ SY4S-51 4-Pole Panel Mount Socket 13M3024 1.88 
@ RU4S-D24 24 VDC 6A 605 ohm 1803884 12.94 @ SY4S-61 4-Pole PC Board Mount Socket 13M3025 2.19 
@ RU4S-C-D24 24 VDC 6A 605 ohm 84C6309 15.23 @ SY4S-62 4-Pole PC Board Mount Socket 13M3026 2.90 
@ RU4S-A110 110 VAC 6A 4.55 kohm 18C3890 17.76 @ BNL-5 DIN Rail Metal End Clip 66M8411 2.58 
@ RU4S-C-A110 110 VAC 6A 4.55 kohm 84C6304 15.02 @ SY4S-05C DIN Rail Socket, Finger Safe, For RY4S relays 13M3023 15.74 
@ RU4S-C-A220 220 VAC 6A 18.23 kohm 8406305 19.09 @ SY4S-05 DIN Rail Socket, For RY4S relays 13M3022 | 13.58 
@ RU4S-A220 220 VAC 6A 18.23 kohm 84C6303 17.04 @ SFA-301 Hold Down Clip 31B3619 0.63 
DPDT, Quick Connect @ SFA-202 Hold-down Clip for DIN Rail Sockets 16F5300 0.42 
@ RU2S-D12 12 VDC 10A 160 ohm 84C6302 11.48 @ SFA-302 | Hold-Down Clip with Top Notch, for Use with SY2S-51, 61 and| 16F5301 0.29 
@ RU2S-A24 24 VAC 10A 164 ohm 31C6507 13.17 SY48-51, 61 
@ RU2S-D24 24 VDC 40A 605 ohm 3106508 11.70 @ SY2S-02F1 Hold-Down Spring for Use with SY2S-05 96F6503 0.56 
@ RU2S-C-D24 24 VDC 10A 605 ohm 84C6300 10.38 @ SY4S-02F1 Hold-Down Spring for Use with SY4S-05, -05C 96F6504 0.44 
@ RU2S-C-A110 410 VAC 140A 4.55 kohm 8406295 12.53 @ SY4S-51F1 Hold-Down spring for Use with SY4S-51, 61 96F6507 0.48 
@ RU2S-A110 110 VAC 10A 4.55 kohm 3106506 13.17 PIM_4015, 
@ RU2S-A220 220 VAC 10A 18.23 kohm 8406294 15.46 
@ RU2S-C-A220 220 VAC 10A 18.23 kohm 8406296 13.93 10A POWER RELAYS 
Price Each i D E Cc 
Mfg. Part No. Description Stock No.|  1-1-4+ RoHS 
@ SM2S-05 Ei 13M2873 | 9.30 Geptinpian 
@ BNDN1000 35mm 1 Meter Low-Profile Aluminum DIN Rail 96F6501 11.19 © 
@ SY4S-51 4-Pole Panel Mount Socket 13M3024 1.88 A \Y G 
@ SY4S-61 4-Pole PC Board Mount Socket 13M3025 2.19 
@ SY4S-62 4-Pole PC Board Mount Socket 13M3026 2.90 
@ BNL-5 DIN Rail Metal End Clip 66M8411 2.58 
@ SY4S-05C DIN Rail Socket, Finger Safe, For RY4S relays 13M3023 15.74 2 
@ SY4S-05 DIN Rail Socket, For RY4S relays 13M3022 13.58 DPDT 3PDT 
@ SFA-301 Hold Down Clip 31B3619 0.63 RH series power relays feature a 10-amp capacity. Silver cadmium-oxide contacts have 50m0 initial contact 
@ SFA-202 Hold-down Clip for DIN Rail Sockets 16F5300 0.42 resistance. Operating time: 20 msec. max. (SPDT/DPDT); 25 msec. max. (3PDT/4PDT). Solder or PC terminals. 
ooo Temperature range: -22°F to +158°F. 
@ SFA-302 | Hold-Down Clip with Top Notch, for Use with SY2S-51, 61 and| 16F5301 0.29 
SY4S-51, 61 Coil Contact Coil | Price Each 
@ SY4S-02F1 Hold-Down Spring for Use with SY4S-05, -05C 96F6504 0.44 Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
@ SY4S-51F 1 Hold-Down spring for Use with SY48-51, 61 9eF6507 | 0.48 3PDT, Quick Connect, Standard 
PIM 59286 @ RH3B-UDC12V 12 VDC 10A 100 ohm 14M8216 12.59 
@ RH3B-UDC24V 24 VDC 10A 400 ohm 66M8473 18.50 
@ RH3B-UDC110V 110 VDC 10A 8.6 kohm 14M8215 19.18 
5A GENERAL-PURPOSE RELAYS nn D SS Cc 3PDT, Quick Connect, With Check Button 
@ RH3B-UAC120V 120 VAC 10A 10.8 kohm 66M8471 19.35 
Gee sinpiat @ RH3B-UAC240V 240 VAC 10A 12.1 kohm | 31B3040 20.21 
Available 3PDT, Quick Connect, With Indicator 
Al @ @ RH3B-ULDC12V 12 VDC 10A 100 ohm 14m8220 | 21.34 
@ RH3B-ULAC24V 24 VAC 10A 103 ohm 66M8475 14.60 
@ RH3B-ULDC24V 24 VDC 10A 400 ohm 96F3956 22.55 
@ RH3B-ULAC120V 120 VAC 10A 10.8 kohm 66M8474 23.48 
3PDT, Quick Connect, With Indicator and Check Button 
W @ RH3BULCAC120V 120 VAC 10A 10.8 kohm 16F299 24.93 
Solder/Plug-In PC Board Terminals 4PDT, Quick Connect, Standard 
@ DPDT and 4PDT contact configurations © Options include indicator light, check button and @ RH4B-UDC12V 12 VDC 10A 96 ohm 66M8476 23.18 
© Contact resistance: 500 top mounting bracket 
© Power consumption: 1.2VA (60Hz), 0.9W DC © DIN socket, top mounting, PC board socket or @ RH4B-UDC24V 24 VDC 10A 388 ohm 66M8477 21.28 
© 0.110” solder/quick-connect or PC board terminals panel mount socket @ RH4B-UDC48V 48 VDC 410A 4.55 kohm 66M8478 20.85 
RY series relays satisfy applications for lower level switching needs such as pi lot lights or logic level devices. A4PDT, Quick Connect, Top Bracket Mounting 
SE a a fon er ce cn Tempwnre ue raeuraciaw [ova | 1OA | 76vohn [AMT] TOS 
7 4PDT, Quick Connect, With Check Button 
Soll pontact nen [Price Fach "e RHAB-UAC24V 24 VAC 10A 84.5 ohm 14M8223 | 23.84 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 7 : 
4PDT, Solder @ RH4B-UAC120V 120 VAC 10A 7.36 kohm 96F3962 23.83 
@ RY4V-UDC12V 12 VDC 5A 160 ohm 96F3988 12.38 4PDT, Quick Gonnect, With Indicator 
@ RY4V-UDC24V 24 VDC 5A 650 ohm 74K3944 11.35 @ RH4B-ULDC12V 12 VDC 10A 96 ohm 14M8228 21.76 
@ RY4V-UAC110-120V 420 VAC 5A 4.29 kohm 74K3943 a @ RAABULACZV 24VAC 40.4 84.5 ohm 148227 | 27.88 
DPDT, Quick Connect @ RH4B-ULDC24V 24 VDC 10A 388 ohm 14M8229 24.54 
@ RY2S-UDC12V 12 VDC 3A 188 ohm 66M8482 12.63 @ RH4B-ULAC120V 120 VAC 10A 7.36 kohm 96F3967 24.70 
@ RY2S-UAC24V 24 VAC 3A 300 ohm 480905 15.417 @ RH4B-ULAC240V 240 VAC 10A 9.12 kohm 31B3098 24.43 
@ RY2S-UDC24V 24 VDC 3A 750 ohm 48M0906 15.26 4PDT, Quick Connect, With Indicator and Check Button 
RY2KS-UAC120V 7120 VAC 3A 3.84 kohm 16F314 67.56 @ RH4B-ULCAC120V 120 VAC 10A 7.36 kohm 16P8992 18.59 
@ RY28-UAC120V 120 VAC 3A 8.1 kohm 6emeas1 | 15.21 DPDT, Quick Connect, Standard 
DPDT, Quick Connect, Indicator Light @ RH2B-UDC12V 12 VDC 10A 160 ohm 66M8466 14.26 
@ RY2S-ULDC24V 24 VDC 3A 750 ohm 14M8233 15.10 @ RH2B-UDC-24V 24 VDC 10A 650 ohm 30H4934 13.45 
DPDT, Quick Connect, Top Bracket @ RH2B-UDC48V 48 VDC 10A 2.6 kohm 31B2981 12.93 
@ RY2S-UTAC120V 120 VAC 3A 8.1 kohm 3183458 10.58 @ RH2B-UDC100-110V 110 VDC 10A 12.25 kohm 14M8201 13.38 
> CONTINUED > > CONTINUED > 
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POWER — GENERAL PURPOSE 


10A POWER RELAYS (CONT.) 10A POWER RELAYS (CONT.) 
Coil Contact Coil Price Each @ SH2B-02 Surface Mount Socket for RH2B Relays 26M8309 9.33 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ PIM 4014 
DPDT, Quick Connect, Top Bracket Mounting 
@ RH2B-UTDC12V 12 VDC 10A 160 ohm 14M8211 14.55 
@ RHDB-UTAC24V 7A VAC 10A 153 ohm 74M8210 TAH 10A GENERAL-PURPOSE RELAYS i D E Cc 
@ RH2B-UTDC24V 24 VDC 10A 650 ohm 66M8470 14.14 
@ RH2B-UTAC110-120V 120 VAC 10A as 668469 14.91 Geetinp fi 
DPDT, Quick Connect, With Check Button Available 
@ RH2B-UAC12V 12 VAC 10A 39.3 ohm 14M8198 14.39 A @ 
@ RH2B-UAC24V 24 VAC 10A 153 ohm 66M8465 15.18 
@ RH2B-UAC110-120V 120 VAC 10A os 66M8464 14.27 
@ RH2B-UAC220-240V 220 VAC 10A 18.82 kohm 31B2971 17.48 
DPDT, Quick Connect, With Indicator 
@ RH2B-ULDC12V 12 VDC 10A 160 ohm 66M8468 16.92 
@ RH2B-ULAC24V 24 VAC 10A 153 ohm 448205 [19.21 sc eats oe ee ee 
@ RH2B-ULDC24v 24 VDC 10A 650 ohm 49P2785 19.16 7 Ho Lg a al e ean check button for test operation and 
@ RH2B-ULAC110-120V 120 VAC 10A os 66M8467 18.06 © Available with octal 8-pin and 11-pin terminals © Mounting options include DIN socket, or panel 
DPDT, Quick Connect, With Indicator and Check Button © Worldwide approvals on octal models mount socket 
@ RH2B-ULCDC12V 42 VDC 410A 460 ohm 31B2992 18.77 Contact material is silver. Operating time: 25ms. Release time: 25 ms. Tempera lure range: ~25°F to +158°F for 
eruoucacay | aac | Toa [som [step [arta RIGO, UG TG rato igre Moun sera folio 
@ RH2B-ULCDC24V 24 VDC 10A 650 ohm 31B2993 20.35 Cal Carisel Gail Price Each 
@ RH2B-ULCAC110-120V 120 VAC 10A ~ 48M0903 21.30 Mfg. Part No. Voltage Current Resistance StockNo. | 1-94 
DPDT, Solder, Standard 3PDT, Quick Connect 
@ RH2V2-UDC24V 24 VDC 10A 650 ohm 15M1942 12.94 RR3PA-UDC12V 12 VDC 10A 100 ohm 91F5545 22.33 
SPDT, Quick Connect, Standard @ RR3PA-ULDC24V 24 VDC TOA 400 ohm 16F309 30.06 
Rn ENDEBY eave Ii atom 19E2(85 0 L2G RR3PA-UDC24V 24 VDC 10A 400 ohm o1Fss46 | 29.52 
@ RHIB-UDC12V deve 108 188 ohm SEMGEC0 Re | ri4t66) @ RR3PA-ULAC120V 420 VAC TOA 2.1 kohm 91F5548 | 33.60 
SRHIB-UDCZV BANDE | WA 750 ohm __|EBGMESG A ISto7 @ RRIPA-UACI20V 120 VAC 10A 2.4 kohm o1F5544 | 29.73 
SPDT, Quick Connect, Top Bracket Mounting DPDT, Quick Connect 
SRHIBUTDCIEY T2VDG 10 {GG-ohim teMeIoS 9.75 @ RR2P-UDC12V 12 VDC 10A 100 ohm 91F5537_| 26.97 
ota Oe zaNDG us 750. chm __|lAM E1845 EBON RROKP-UDC12V 12 VDC 10A 100 ohm 16F308 | 7.21 
@ RH1B-UTAC120V 120 VAC 10A 16.5 ohm 15M1940 14.19 @ RR2P-ULDC12V 12 VDC 10A 100 ohm 91F5541 27.80 
SPDT, Quick Connect, With Check Button @ RR2P-UAC24V 24 VAG 10A 79 ohm 91F5535 22.40 
@ RH1B-UAC12V 12 VAC 10A 165 ohm 31B2952 13.97 RR2P-ULAC24V 24 VAC 10A 79 ohm 91F5539 28.31 
@ RHIB-UAC24V eave AOA 83 ohm AAMG18 TE |B @ RR2P-ULDC24V 24 VDC TOA 400 ohm 91F5542 | 27.80 
@ RH1B-UAC120V 120 VAC 10A 16.5 ohm 66M8459 14.54 RRIKP-UDC24V 24 VDC 10A 400 ohm 901F5566 7724 
SPDT, Quick Connect, With Indicator @ RR2P-UDC24V 24 VDC TOA 400 ohm 91F5538 | 26.96 
© RHIB-ULDOI2V u2NDe OA 186 of Been || 7a RR2KP-UDC110V 710 VDC T0A 7.96 kohm 16F307 57.09 
ernipuiacow [ aavac [10a [ asohm | gan2ese | 4748 “Srropuacizov | t0vAC | 10A | 21kohm | O1F5836_ | 27.46 
Sie Gey ee C ee 750 ohm _ [RGSHISEGS IS | AIA @ RR2P-ULACI20V 120 VAC 10A 2.1 kohm 91F5540 | 28.65 
@ RH1B-ULAC120V 120 VAC 10A 16.5 ohm 66M8462 18.76 “TRRIKP-UACI20V. | 120VAC | 140A | 22kohm | 16F306 | 77.24 
SPDT, Quick Connect, With Indicator and Check Button PACS ERR 
-U 12 VDC 10A 188 ohm 29K8733 -—_—_——_ 
° = eo 24 VDC 10A 750 ohm 29K8737 — Mig, Part No. Deseriptlon SlockiNo: il 
SPDT. Solder, Standard . @ SR3P-05 11-Pin Relay Socket 13M2996 12.09 
7 7 @ SR3P-05C 11-Pin Relay Socke 13M2997 14.68 
@ RH1V2-UDC12V 12 VDC 10A 188 ohm 14M8195 12.19 Pr 7-Pin Relay Sooke 73m2998 eT 
[Price Each = ® BNDN1000 36mm 1 Meter Low-Profile Aluminum DIN Rail 96F6501 14.19 
Mfg. Part No. Description Stock No. 1-1-9+ @ SR2P-05 8-Pin Relay Socket 73M2990 7.04 
@ SH1B-05 DIN rail mount socket for RH1B Relays 13M2859 8.52 @srop06. | @PinRelaySocket | 13M2991. +1 +~7o7 SROP-06 8-Pin Relay Socket 73M2991 7.97 
@ SH1B-05C DIN Rail Mount Socket for RH1B relays, Finger safe 13M2860 9.05 @ SROP-51 8-Pin Relay Socket 73M2992 2.86 
@ SH2B-05 DIN Rail Mount Socket for RH2B relays 13M2862 10.54 © SROP-05C 8-Pin Relay Socket 714M8237 9.28 
@ SH2B-05C DIN Rail Mount Socket for RH2B relays, Finger Safe 13M2863 ealre @BNLS DIN Rail Metal End Clip 66Ma411 2.58 
@ SH3B-05 DIN Rail Mount Socket for RH3B Relays 13M2865 11.24 @ SR3P-06 DIN Rail Socket, 11-Pin 18M9335 12.24 
@ SH3B-05C DIN Rail Mount socket for RH3B Relays, Finger Safe 13M2866 13.54 @ SR2B-02F1 Hold Down Spring 31B3692 0.39 
@ SH4B-05 DIN Rail Mount Socket for RH4B Relays 13M2868 13.97 @ SR3B-02F1 Idec SR3B-51 Relay Sockets 01F6258 0.69 
@ SH4B-05C. DIN Rail Mount Socket for RH4B Relays, Finger Safe 13M2869 16.18 
@ SFA-301 Hold Down Clip 31B3619 0.63 ibaa 
@ SFA-202 Hold-down Clip for DIN Rail Sockets 16F5300 0.42 
@SFA-302 | Hold-Down Clip with Top Notch, for Use with SY28-51, 61 and| 16F5301 | 0.29 SRM SERIES 10A SUBMINIATURE HIGH POWER RELAYS 
SY4S-51, 61 Features: ; IMO 
© SH8-05F1 | Holdsdown Spring fr IDEC SH3B-06, SH3B-05C Relay Sockets | 9BF6505 | 0.65 Ki Sie a ere et 
@ SY2S-02F1 Hold-Down Spring for Use with SY2S-05 96F6503 0.56 © Flux-Tight and Sealed Construction SAA; 
@ SY4S-02F1 Hold-Down Spring for Use with SY4S-05, -05C 96F6504 0.44 Specifications: RoHS | 
@ SY4S-51F1 Hold-Down spring for Use with SY4S-51, 61 96F6507 0.48 ® Contact rating: 7A at 250VDC / 10A at 277VAC Soper 
: ; © Initial contact resistance: 100mO 
@ SH4B-02F1 IDEC Hold-down Spring for use with SH4B-05, SH4B-05C | 96F6506 0.71 © Contacts: SPST-NO, SPDT 
a Relay Sockets Max. switching voltage: 250VAC / 30VDC 
@ FC4A-M24BR2 Idec MicroSmart Series Programmable Logic Controllers 352512 | 328.66 @ Max. switching current: SPST-NO: 15A; SPDT: 10A 
@ SFA-101 IDEC Mounting Clip for use with SH1B-05, 05C Relay Sockets | 68H3042 0.64 © Max. switching power: 2770VA/ 210W 
@ Initial insulation resistance: 100MO @ 500VDC 
@ SH1B-51 Pane! Mount Socket for RH1B Relays 96F3996 dean © Dielectric strength: 1500VAC 
@ SH2B-51 Panel Mount Socket for RH2B Relays 96F3997 1.92 © Operating temperature: -40°C to +85°C © Unit weight: Approximately 10g 
@ SH4B-51 Panel Mount Socket for RH4B Relays 13M2870 2.60 
@ SH1B-62 PCB Mount Socket for RH1B relays 13M2861 2.24 
@ SH2B-62 PCB Mount socket for RH2B Relays 13M2864 3.00 
@ SH3B-62 PCB Mount Socket for RH3B Relays 13M2867 2.28 
@ SH4B-62 Surface Mount Socket for RH2B Relays 13M2871 2.99 
> CONTINUED > > CONTINUED > 
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GENERAL PURPOSE RELAYS (CONT.) 


POWER — GENERAL PURPOSE 


Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-99+ 
SPDT, Solder 
@ SRM-1C-SL-5VDC 5 VDC 10A 70 ohm 74R1539 2.97 
@ SRM-1C-SL-12VDC 12 VDC 10A 400 ohm 74R1537 3.88 
@ SRM-1C-SL-24VDC 24 VDC 10A 1.6 kohm 74R1538 3.20 


PIM_177832 


SRF SERIES 2A SUBMINIATURE INTERMEDIATE POWER 


IMO 


RELAYS 
Features: 
© Low cost 
© SPCO configuration AL. 
© Standard PC layout HS a 
© Sealed and flux-tight construction antokie 
@ ULApproved 
@ RoHS Compliant 
Specifications: 
© Contact rating: 1A at 120VAC / 30VDC 
© Initial contact resistance: 100mO Max. 
@ Contacts: SPST-NO, SPDT ! 
° . Switchi 3 
a pale o_o ® Dielectric strength: 1000VAC 
@ Max. switching power: 240VA/ 30W ° Operating temperature: -25°C to +70°C 
¢ Initial insulation resistance: 100M0 @ 500voc ~—® ‘Unit weight: 5g 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-99+ 
SPDT, Solder 
@ SRF-1C-SL-5VDC 5 VDC 1A 120 ohm | 74R1530 2.91 
PIM_177830 
5A POWER PCB RELAYS @ 
Features: multicomp 
© Plastic sealed enclosure 


@ High sensitivity 
Specifications: 


© Contact rating: HRM1: 5A at 250VAC/24VDC; 
HRM: 10A at 250VAC/30VDC 
@ Mechanical life: 10million operations 


© Operating temperature: -30°C to +70°C 


RoHS — 

Compliant 

Wailable 
Wi 


Coil Contact Coil | Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-99+ 
DPDT, Solder 
@ MC25117 12 VDC 5A 267 ohm 12P9618 3.34 
@ MC25123 24 VDC 5A 1.067 kohm 12P9624 3.35 
@ MC25130 48 VDC 5A 4.267 kohm 12P9631 ees 
SPDT, Solder 
@ MC25131 5 VDC 10A 50 ohm 12P9632 es 
@ MC25127 12 VDC 10A 270 ohm 12P9628 2.89 
@ MC25126 24 VDC 10A 1.1 kohm 12P9627 0.87 
PIM_136132 
12-15A MINIATURE POWER PCB RELAYS @ 
Features: multicomp 
@ Plastic sealed enclosure 


Specifications: 


© Contact rating: 10A at 120VAC/24VDC; HRS4T: 


12A at 120VAC 


© Nominal power: 360mW, 450mW 
© Mechanical life: 10million operations 
© Operating temperature: -30°C to 85°C 


RoHS 
Compliant 
Available 


Coil Contact Coil | Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-99+ 
SPDT, Solder 
@ MC25136 12 VDC 10A 320 ohm 12P9637 -— 
@ MC25113 12 VDC 10A 400 ohm 12P9614 1.95 
@ MC25138 12 VDC 10A 400 ohm 12P9639 1.87 
@ MC25137 24 VDC 10A 1.28 kohm 12P9638 eee 
@ MC25139 24 VDC 10A 1.6 kohm 12P9640 0.50 
@ MC25114 24 VDC 10A 1600 ohm 12P9615 0.53 
PIM_136133 
GENERAL PURPOSE RELAYS Bate NTE’ 
Available 
ELECTRONICS, INC. 
> CONTINUED > 


1.800.463.9275 © newark.com 


NTE’s extensive line of UL & CSA listed relays and accessories feature over 750 different NTE relays that you 
can now cross reference to more than 85,000 industry types from 267 different suppliers. The most popular 


relays are listed and stocked. Contact your sales person for cross reference information. 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-49+ 
3PDT, Quick Connect 
@ R10-14D10-12 12 VDC 10A 120 ohm 02H7166 = 
@ R10-14A10-24 24 VAC 10A 02H7158 = 
@ R02-14A10-24 24 VAC 10A asi 02H7078 = 
@ R10-14D10-24 24 VDC 10A 470 ohm 10M0332 = 
R02-14A10-120 120 VAC 10A 05H6515 = 
@ R10-14A10-120 120 VAC 10A 10M0331 = 
4PDT, Quick Connect 
@ R12-17D3-12 12 VDC 3A 160 ohm 15M1943 — 
@ R12-17D3-24 24 VDC 5A 650 ohm 10M0334 — 
@ R12-17D5-24N 24 VDC 5A 650 ohm 02H7229 = 
@ R12-17A3-120 120 VAC 5A 10M0333 = 
@ R12-17A5-120N 120 VAC 5A 55C4382 = 
4PDT, Solder 
@ R12-17D3-12P 12 VDC 3A 160 ohm 02H7219 = 
DPDT, Quick Connect 
@ R12-11D5-12 12 VDC 5A 160 ohm 02H7196 = 
@ R02-11D10-12 12 VDC 10A 120 ohm 7005451 — 
@ R14-11D10-12 12 VDC 10A 160 ohm 151944 = 
@ R14-11A10-24F 24 VAC 10A 02H7234 = 
@ RO2-11A10-24 24 VAC 10A 10M0329 = 
@ R14-11A10-24 24 VAC 10A 39C6724 = 
@ R55-11A20-24F 24 VAC 25A i 02H7417 = 
@ R12-11D5-24 24 VDC 5A 650 ohm 02H7197 = 
@ R02-11D10-24 24 VDC 10A 470 ohm 10M0330 — 
@ R10-11D10-24 24 VDC 10A 470 ohm 02H7148 — 
@ R14-11D10-24 24 VDC 10A 650 ohm 10M0336 = 
@ R55-11D20-24F 24 VDC 25A 400 ohm 02H7420 = 
@ R14-11D10-48 48 VDC 10A 2.6 kohm 73C5901 = 
@ R02-11A10-120 120 VAC 10A 10M0327 = 
@ R14-11A10-120 120 VAC 10A 10M0335 = 
R10-11A10-120B 120 VAC 10A 02H7138 = 
@ R55-11A20-120F 120 VAC 25A 02H7416 = 
@ R02-11A10-240 240 VAC 10A 02H7066 = 
DPDT, Screw 
@ R04-11D30-12 12 VDC 30A 70 ohm 02H7100 = 
DPDT, Solder 
R74-11D1-3SM 3 VDC 1A 64.3 ohm 02H7527 = 
@ R40-11D2-5/6C 6 VDC 2A 140 ohm 02H7338 = 
@ R40-11D2-5/6 6 VDC 2A 167 ohm 10M0344 = 
@ R40-11D2-12 12 VDC 2A 960 ohm 10M0342 =e 
@ R25-11D10-12 12 VDC 10A 270 ohm 10M0340 —_ 
@ R25-11D10-24 24 VDC 8A 1.1 kohm 10M0341 = 
DPST-NO, Through Hole 
@ R56-7D.5-6D 5 VDC 200 ohm 02H7434 = 
@ R56-7D.5-12 12 VDC 500 ohm 02H7430 = 
SPDT, Quick Connect 
@ R14-5D15-12 12 VDC 15A 160 ohm 02H7265 = 
@ R47-5A15-120 120 VAC 20A 02H7374 oe 
SPDT, Screw 
@ R04-5D30-12 12 VDC 30A 70 ohm 02H7113 = 
SPDT, Solder 
@ R70-5D1-5 5 VDC 1A 166.7 ohm 02H7505 = 
@ R24-5D10-6V 6 VDC 10A 58 ohm 02H7304 = 
@ R46-5D12-6 6 VDC 12A 100 ohm 8108194 = 
@ R22-5D16-5/6 6 VDC 16A 47 ohm 10M0338 _ 
@ R24-5D10-12V 12 VDC 10A 215 ohm 11R7912 aS 
R73-5D10-12 12 VDC 10A 320 ohm 02H7519 a 
@ R48-5D10-12 12 VDC 10A 600 ohm 02H7384 = 
@ R46-5D12-12 12 VDC 12A 400 ohm 3404352 = 
@ R22-5D16-12 12 VDC 16A 270 ohm 10M0337 as 
@ R25-5D16-12 12 VDC 16A 270 ohm 10M6232 = 
@ R73-5D10-24 24 VDC 10A 1.28 kohm 02H7520 a 
@ R24-5D10-24V 24 VDC 10A 740 ohm 21M5186 = 
@ R46-5D12-24 24 VDC 12A 1.6 kohm 10M0346 aan 
@ R25-5D16-24 24 VDC 16A 1.1 kohm 8109395 = 
@ R22-5D16-24 24 VDC 16A 1.1 kohm 7208215 = 
SPDT, Through Hole 
@ R56S-5D.5-6D 5 VDC 200 ohm 02H7440 = 
@ R56S-5D.5-12 12 VDC 500 ohm 02H7435 os 
> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


POWER — GENERAL PURPOSE 


GENERAL PURPOSE RELAYS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


R25 SERIES PC BOARD RELAYS (CONT.) 


Flange mount versions (F-suffix) 
Push-to-test button types (B-suffix) 


; 5 Features: © Contact Material: AgcdO RoHS 
esPaeN Rents paces 7 cine ee Epoxy sealed for wave soldering and cleaning © Operate Time: 8mS Geena 
9: Fare NO: oltage urren callie CRO! = © Upright package type @ Release Time: 5mS 
SPST-NO, Through Hole © Suitable for 5mm grid pattern © Dielectric strength: 4000Vrms 
@ R42-1D.5-6 5 VDC 500 ohm 7306965 a © Immersion proof © Operating temperature: -40°C to +70°C 
Specifications: ®@ Mechanical life: 30 x 106 operations 
@ R44-1D2-12 12VDC 420 ohm 02H7343 = © Contact rating: 16A at 250/440VAC; 10A at © Std. Weight: 18g 
Price per 250/440VAC 
| _Pko. Coil Contact Coil Price Each 
Mfg. Part No. Stock No. 1-1-49+ Mfg. Part No. Voltage Current Resistance Stock No. 1-49+ 
@ R95-020 02H7534 = DPDT, Solder 
@ R95-112 02H7540 — @ R25-11D10-5/6 6 VDC 10A 68 ohm 85C0591 = 
@ R95-118 02H7542 = @ R25-11D10-12 12 VDC 10A 270 ohm 10M0340 as 
@ R95-105 10M0356 —_ @ R25-11D10-24 24 VDC 8A 1.1 kohm 10M0341 -—- 
@ R95-107 10M0357 = @ R25-11D10-48 48 VDC 10A 4.2 kohm 02H7308 — 
@ R95-110 10M0358 - SPDT, Solder 
@ R95-113 10M0359 a @ R25-5D16-12 12 VDC 16A 270 ohm 10M6232 — 
@ R95-123 10M0360 - Price Each 
@ R95-125 10M0361 = Mfg. Part No. Description Stock No. 11-494 
@ R95-160 11R7913 = @ R95-131 Screw Terminal Slim Line Socket 02H7549 we 
@ R95-117 3309154 a @ R95-132 hrough Hole Slim Line Socket 7300206 _ 
@ R95-115 34C9652 = PIM_121129 
@ R95-101 7203889 es 
@ R95-106A 9208570 ae 
ras aCHD = R10 SERIES GENERAL PURPOSE RELAYS NTE : 
Features: 
@ R95-001 9309092 mal @ 187” (4.75mm) 3-way terminals suitable for plug-in, ELECTRONICS, INC. 
@ R95-121 9309094 7.33 © Solder and quick-connect RoHS 
© SPDT, DPDT & 3PDT Gop tinaian 
sii SGMOs2S = © Clear see-thru cover Avaliable 
PIM_84692 e 
e 
e 


R46 SERIES GENERAL PURPOSE PCB RELAYS 


NTE 


Features: 

@ All sealed and resistant to wave soldering and cleaning ELECTRONICS, INC. 

© Low profile RoHS 

@ Less than 0.53 cubic inches Geptinoiat 
er Available 

Specifications: 


© Contact rating: 5A at 120VAC or 30VDC; 12A at 
120VAC 


Indicator lamp types (N-suffix) 

Specifications: 

© Contact rating: 10A at 120VAC/240VAC, 28VDC 

© Contact Material: 3/16” Silver cadmium oxide 

® Pick-up voltage: 75% of nominal 

© Min Sensitivity: 250 (DPDT), 375 (3PDT) mw i: 
per pole © Operating temperature: -30°C to +50°C 

© Duty Cycle: Continuous © Std. Weight: 3.10z (88g) 

® Dielectric strength: 2000VRMS © Quick Connect Termination 


© Material: AgCdO - - Price Each 
@ Pick-up voltages: 75% of nominal DC Coil Contact Coil | Price Each 
@ Drop-out voltages: 10% min of rated voltage Mfg. Part No. Voltage Current Resistance Stock No. 1-49+ 
. Sale le ba ie 3PDT, Quick Connect 
@ Release time: 10m 
© Dielectric strength: 1500VAC v @ R10-14D10-12 12 VDC 10A 120 ohm 02H7166 = 
© Resistance: 100MO at 500VDC © Mechanical life: 10,000,000 operations @ R10-14A10-24 24 VAC 10A - 02H7158 = 
© Operating temperature: -40°C to +85°C © Std. Weight: 0.420z (12g) @ R10-14D10-24 24 VDC 10A 470 ohm 10M0332 = 
Coil Contact Coil Price Each @ R10-14D10-110 110 VDC 10A 10 kohm 02H7165 aS 
Mfg. Part No. Voltage Current Resistance Stock No. 1-49+ @ R10-14A10-120 120 VAC 10A 10M0331 ao 
SPDT, Solder @ R10-14A10-120N 120 VAC 10A 7005680 = 
@ R46-5D12-6 6 VDC 12A 100 ohm 8108194 = DPDT, Quick Connect 
@ R46-5D12-24 24 VDC 12A 1.6 kohm 10M0346 = R10-11A10-24N 24 VAC 10A te 02H7142 = 
PIM_119492 @ R10-11D10-24 24 VDC 10A 470 ohm 02H7148 = 
@ R10-11A10-120 120 VAC 10A 3108120 = 
MINIATURE INDUSTRIAL RELAYS e SPDT, Quick Connect 
@ R10-5A10-120F 120 VAC 10A ash | 02H7178 = 


ELECTRONICS, INC. 


Features: © Contact resistance: 0.050 max. RoHS 

© Combination solder/plug-in terminals @ Pick-up voltage: 80% of nominal Geena 
© Printed circuit mount version (P-suffix) or less Available 
© Bifurcated contacts (T-suffix) © Operate time: 12mS 

© See-thru plastic cover © Release time: 8mS or less 


Gold overlay bar type long life contacts 
Specifications: 
© Contact material: Silver, gold alloy and gold overlay 


® Dielectric strength: 1500Vrms 
© Insulation resistance: 1000MO 
© Operating temperature: -55°C to +70°C 


Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ 
4PDT, Quick Connect 
R16-17D3-24 24 VDC 3A 700 ohm 9309259 


@ R16-17A5-115 120 VAC. 5A 9208093 
DPDT, Quick Connect 
R16-11D3-24 24 VDC 3A 700 ohm 02H7268 = 
@ R16-11A5-115 | 120 VAC 5A 4000172 eee 
DPDT, Solder 
@ R16-11D3-12P | 12 VDC 3A 185 ohm 9203128 — 
PIM_119491 


R25 SERIES PC BOARD RELAYS 


NTE 


ELECTRONICS, INC. 


> CONTINUED > 
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R02 SERIES GENERAL PURPOSE MULTICONTACT PLUG- 


IN RELAYS 


Features: 
© Hermetically sealed, metal 


enclosure types (H-suffix) 


NTE 


ELECTRONICS, INC. 


RoHS 
© ULApproved for Class 1, Div 2 hazardous locations Ge timoian 
(H-suffix) 
@ Push-to-test button types (B-suffix) 
@ Indicator lamp types (N-suffix) 
@ Mechanical indicator types (M-suffix) 
© Clear plastic dust cover 
Specifications: 
© Contact material: 3/16” Silver cadmium oxide 


© Contact resistance: 0.0500 
© Sensitivity: 125mW per pole 
© Duty cycle: Continuous 
© Operate time: 25mS ® Insulation resistance: 1 x 103MO 
© Release time: 20mS © Operating temperature: -10°C to +50°C 
© Dielectric Strength: 1500VRMS © Std. Weight: 3.50z (99.29) 
© Insulation material: Molded polyester © Hermetic sealed: Soz (141.7g) 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
3PDT, Quick Connect 
@ R02-14D10-12 12 VDC 10A 120 ohm 02H7084 = 
@ R02-14A10-24 24 VAC 10A es 02H7078 ees 
@ R02-14D10-24 24 VDC 10A 470 ohm 73C6322 ae 
R02-14A10-120 120 VAC 10A 05H6515 eS 
> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


RELAYS, SOLENOIDS & CONTACTORS 


POWER — GENERAL PURPOSE 


R02 SERIES GENERAL PURPOSE MULTICONTACT PLUG-IN RELAYS 10A POWER PC BOARD RELAYS (CONT.) 
(CONT,) Coil Contact Coil Price Each 
Coil Contact Coil Price Each Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ SPDT, Solder 
DPDT, Quick Connect @ GD5LE-1 DC5 5 VDC 10A 63 ohm 83F5381 1.76 
@ RO2-11D10-12 12 VDC 10A 120 ohm 7005451 —_ @ G5LE-14 DC5 5 VDC 10A 63 ohm 36K7450 1.99 
@ R02-11A10-24 24 VAC 10A see 10M0329 = @ G5LE-14 DC6 6 VDC 10A 63 ohm 8905991 1.15 
@ R02-11D10-24 24 VDC 10A 470 ohm 10M0330 —_ @ G5LE-14 DC9 9 VDC 10A 200 ohm 8905992 0.73 
@ R02-11D10-24H 24 VDC 10A 472 ohm 02H7071 - @ GSLE-14 DC12 12 VDC 10A 360 ohm 36K1937 1.81 
@ R02-11D10-110 110 VDC 10A 10 kohm 9105522 —- @ GSLE-1 DC12 12 VDC 10A 360 ohm 35K4530 1.61 
@ R02-11A10-120 120 VAC 10A te 10M0327 = @ G5LE-14-AP3 DC12 12 VDC 10A 360 ohm 70C4830 0.91 
@ R02-11A10-120H 120 VAC 10A iS 02H7063 a @ GSLE-1 DC24 24 VDC 10A 1.44 kohm 83F5380 1.61 
@ R02-11A10-240 240 VAC 10A see 02H7066 - @ GSLE-14 DC24 24 VDC 10A 1.44 kohm 83F5371 1.51 
PIM_119486 @ G5LE-14-AP3 DC24 24 VDC 10A 1.44 kohm 89C6006 1.63 
SPSTNO,Solder—“‘“—*S*~*”™:”O”OCO™O™~C~COCOCOCOCOCOC‘CSCSC‘C 

G2RL SERIES POWER RELAYS @ GSLE-1A DC5 5 VDC 10A 63 ohm 83F5378 1.15 
Low Profile Power Relay OomrROnN. @ G5LE-1A4 DC5 5 VDC 10A 63 ohm 83F5375 1.10 

e@ Awide variety of single pole, double pole, high-capacity (16 A) ELECTRONIC COMPONENTS @ G5LE-1A4 DC12 12 VDC 10A 360 ohm 36K7449 1.08 
. hi fe high-sensitivity type (250 mW) Relays are ret @ G5LE-1A4 DC24 24 VDC 10A 1.44 kohm 35K3189 1.51 

° Lew profile; 15.7 mm max. in height. PIM_33970 

© Conforms to VDE (EN61810-1), UL508 and CSA22.2. 

@ JEC/EN 60335-1 conformed. (-HA Model) 

© Satisfies ambient operating temperature requirement of 10A POWER PC BOARD RELAYS 

85°C and 105°C (-CV Model). ; OoOmrRON. 

© Clearance and creepage distance: 8 mm/ 8 mm min. ELECTRONIC COMPONENTS 


© Coil insulation system: Class F (UL1446). 
@ G2RL-1A-E-ASI: TV3 Rating models available. 


RoHS _ 
Compliant 
Available 


Coil | Contact Coil Price Each oe 
Mfg. Part No. Voltage | Current | Resistance | Stock No. 1-94 Foci cebitcataeholes Al G 
SPST-NO, Solder 6 | 
@ G2RL-1A-E-ASI DC5 BY OMB 5 VDC 16A 62.5 ohm 06AC3716 2.56 
@ G2RL-1A-E-ASI DC12 BY OMB 12 VDC 16A 360 ohm 06AC3713 2.31 
@ G2RL-1A-E-ASI DC24 BY OMB 24 VDC 16A 1.44 kohm 06AC3714 3.56 
PIM_5731626 
® Class F coil-insulation system @ UL recognized 
selina SERIES SLIM I/O RELAYS omrROon © Environmentally friendly, silver alloy cadmium-free  @ CSA certified 
eatures: contacts © VDE approved 
* Has ace shonin ai aed than ihe i products, contribut- es EeTRONIC CoaBONENTS © Max. operating voltage: 277VAC/30VDC © Size: 13-5mm(H) x 20.0mm(L) x 10.0mm(W) 
ing to further miniaturization of the control panel. © Rated up to 10A (SPST-NO 
@ Push-In Plus terminal blocks are used to save wiring work : ) - 
in comparison with conventional screw terminals. (Wiring Coil Contact Coil Price Each 
time is reduced by 60%* in comparison with traditional screw Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
as ene eneernr SPDT, Solder, Sealed 
Jo screw loosening means maintenance-free application, © 650-14 DC12 TD VDC TOA 360 ohm 36K1940 in 


realizing high reliability 
© Hand-free’ structure that holds an inserted flat-blade screw- 


SPST-NO, Solder, Sealed 


driver to achieve easier wiring work for stranded wires. @ G5Q-1A4 DC24 24 VDC 10A 2.88 kohm 36K1939 1.24 
© Screw terminal is also stocked to meet the screw type needs. : 
© Mounted relay or solid-state relay has a plug-in terminal that is SPST-NO, Solder, Vented 
difficult to bend at the time of exchange. @ G5Q-1A DC24 24 VDC 10A 2.88 kohm 36K1938 1.11 
@ AP: Ag alloy + Au plating 
PIM_62177 
Global standard size, low profile slim /O relay with width 6.2 mm,slim I/O solid state relay. 
Coil Contact Coil |PriceEach  G5Q SERIES POWER RELAYS 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ © |EC/EN 60335-1 conformed. omrROon 
® 
SPDT, Quick Connect ® Coil insulation system: class F (UL1446) ELECTRONIC COMPONENTS 
G2RV-SR500 DC24 24 VDC 6A 0.1 ohm 90Y9329 30.49 © [Type G5Q-EL]: Higher performance compare with G5Q ; 
ee standard type. Minimum 100,000 operations durability at Ste, 
G2RV-SR500-AP AC/DC48 48 VDC 6A 0.1 ohm 90Y9331 34.32 10 A (250 VAC) switching. vl 
G2RV-SR500-AP AC110 110 VAC 6A 0.1 ohm 90Y9333 37.54 ® [Type G5Q-EL2): High inrush capacity performance 
—WoRVsRenAPACo3)~-—Ss«dN a30vac | 6A TO ohm) 9079335. «| a7aa (Inrush current 40 A). UL508 TV3 conformed. 
Sen SHOR ACES! a“! 1 — ® [Type G5Q-EL3}: Ideal for motor switching 3 A with high 
SPDT, Screw inrush 30 A IEC/EN 60079-15 conformed. 
G2RV-SR700 DC12 12 VDC 6A 0.1 ohm 909346 32.13 
G2RV-SR700-AP DC12 12 VDC 50 mA 0.1 ohm 909354 35.23 | j 
G2RV-SR700 DC24 24 VDC 6A 0.1 ohm 909347 32.28 
G2RV-SR700 AC/DC48 48 VDC 6A 0.1 ohm 909341 29.55 - 
G2RV-SR700-AP AC/DC48 48 VDC 6A 0.1 ohm goves49 | 35.23 sies cscs : i rileat ‘“ Coil an perce eae 
G2RV-SR700 AC110 “ovac | 6A O1ohm | 90v9343 | 32.28 pees i = ottage | Curent | Resistance Sa 
a ee ey es | + older 
n 230 VAC 6A 0.1 oh 90Y9345 : 
SERV SRIOUAGES = apres @ G5Q-1A4-EL3-HA DC5 BY OMZ 5 VDC 10A 63 ohm 10AC5466 —_ 
PIM_6575537 @ G5Q-1A-EL-HA-VH DC12 12V 10A 360 ohm 93Y2638 1.20 
@ G5Q-1A4-EL2-HA DC12 12V 10A 360 ohm 93Y2640 = 
10A POWER PC BOARD RELAYS omrRon @ G5Q-1A4-EL3-HADC12BYOMZ | 12VDC | 410A 360 ohm | 10AC5464 1.43 
Subminiature “sugar cube” relays are rated 10A and are UL Class B insulation le @ G5Q-1A-EL-HA-VH DC24 24V 10A 1.44 kohm 93Y2639 1.23 
certified. Withstand impulses of up to 4,500V. Maximum switching voltage: ELECTRONIC COMPONENTS @ G5Q-1A4-EL2-HA DC24 24V 410A 4.44 kohm 93Y2641 ae 
250VAC, 125VDC. Operating temperature: -25°C to +85°C. ——a RoHS 
Dimensions in mm (inches): 19.05(.75)H x 22.5(.89)L x ———s Gepiinpen @ G5Q-1A4-EL3-HA DC24 BY OMZ 24 VDC 10A 1.44 kohm 10AC5465 1.46 
16.51(.65)'W. Ideal for security equipment, home electrical Available PIM_5731625 


appliances, audio equipment, and remote control switched 
power. UL recognized, CSA certified. 


> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS @ Indicates RoHS Compliant 4] Find Datasheets Online 
POWER — GENERAL PURPOSE 
5A PC BOARD RELAYS 8A-10A POWER PC BOARD RELAYS 
© Environmentally friendly, Pb-free/cadmium-free omrROon A © Moving loop armature reduces size, magnetic interference and bounce omrROon i 


@ SPDT contacts with high insulation between coil and contacts time 
© Up to 5A switching on the N.O. contacts ELECTRONS COMPONENTS © Semi-sealed and sealed versions available ELECTRON COMPONENTS 


© Ensures an impulse withstand voltage of 8,000V between pole : @ Low power consumption: only 200mW RoHS | 
1 ompliant ‘i Compliant 
the coil and contacts Available © Non-natching Available 


Fully sealed construction. Ideal for fan control of air © Rated current and coil resistance are measured at a coil 
conditioners and heating control of small appliances. AY @G temperature of +23°C with tolerance of +10%. Dimensions 
shown are in inches (mm): .790(20.06)L x .590(14.98)W x 


390(9.9)H. 
Coil Contact Coil Price Each Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 41-9+ Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 

SPDT, Solder SPST-NO, Solder 

@ G5SB-14 DC5 5 VDC 5A 63 ohm 09/1648 es @ G6C-1114P-US-DC5 5 VDC 10A 125 ohm 36K7461 8.19 

@ G5SB-14 DC9 9 VDC 5A 202 ohm 09/1649 = @ G6C-1117P-US-DC12 12 VDC 10A 720 ohm 09J1689 4.82 

@ G5SB-14 DC12 12 VDC 5A 360 ohm 09/1646 _ @ G6C-1114P-US-DC12 12 VDC 10A 720 ohm 36K3239 — 

@ G5SB-14 DC24 24 VDC 5A 1.44 kohm 76K6156 as @ G6C-1114P-US-DC24 24 VDC 10A 2.88 kohm 36K1947 8.62 

SPST-NO, Solder SPST-NO, SPST-NC, Solder 

@ G5SB-1A4 DC5 5 VDC 5A 63 ohm 04M9818 as @ G6C-2114P-US-DC5 5 VDC 8A 125 ohm 36K7462 6.33 
PIM_80266 @ G6C-2117P-US-DC5 5 VDC 8A 125 ohm 35K4534 ay 
 ___i_i_i_i_i_it_t2_t2w_#w C2 xz. @ G6C-2117P-US-DC8 8 VDC 8A wa 34K3624 6.60 
5A-8A PC BOARD RELAYS @ G6C-2114P-US-DC12 12 VDC 8A 720 ohm 36K1948 6.91 
© 524 omrROon @ G6C-2117P-US-DC12 72 VDC 8A 720 ohm 2309970 647 
© Low Power Consumption: 200mW : @ G6C-2114P-US-DC24 24 VDC 8A 2.88 kohm 35K4533 7.40 


© Sealed Construction 


ELECTRONIC COMPONENTS 
@ High-Capacity and Single- and Dual-Coil Latching 
Types Available 


RoHS PIM_3758 
Compliant 
Available 

@ Meets FCC Part 68 Requirements 


© Reduced Magnetic Interference and Contact Bounce —— Al @ peta POWER RELAYS omROonN 


with Moving Magnet Armature dp a 
High-capacity versions have LED indicator and surge Low profile: 15.7 mm in height. ELECTRONIC COMPONENTS 


suppression diode. Dimensions in inches (mm): .39 (9.90) 7 aed a eee 
H x.79 (20.06)W x .39 (9.0)L Mfg. part no. P6B-26P back © Models with AC coil available. 

connecting socket for double-pole non-latching versions @ High-Inrush model available (Inrush peak currents up 
also available. Single-coil latching series G6BU-1114P-US to 100 A) 


also available; go online or call. 


@ Low Noise models available (Approx. 10 to 20 dB less 
Coil Contact Coil Price Each sound pressure than standard G5RL-Series Relays) 
Mfg. Part No. Voltage | Current Resistance | Stock No. 1-44 © TV8 Rating models available (TV8 for UL standard) 
DPST-NO, Solder 
@ G6B-2214P-1-US DC5 5 VDC 5A 120 ohm 89C6265 = gai, Weaaa ai Price Each 
@ GO6B-2214P-US DCS 5 VDC 5A 83.3 ohm 67K9363 7.92 Mfg. Part No. Voltage | Current | Resistance | Stock No. 1-9+ 
@ G6B-2214P-US DC12 12 VDC 5A 480 ohm 67K9361 6.95 SPST-NO, Solder 
@ G6B-2214P-US DC24 24 VDC 5A 1.92 kohm 67K9362 9.85 @ G5RL-1A-E-TV8 DC5 BY OMZ 5 VDC 16A 62.50hm | 03AC6373 3.45 
SPST-NO, Solder GS5RL-1A4-E-TV8 DC5 BY OMZ 5 VDC 16A 62.50hm | 03AC6377 4.14 
@ G6B-1114P-US-DC5 5 VDC 5A 125 ohm 36K7459 6.81 @ G5RL-1A-E-TV8 DC12 BY OMZ i2vpc | 416A 360 ohm | 03AC6370 2.28 
@ G6BK-1114P-US-DCS 5 VDC 5A 89.2 ohm 36K 1946 6.97 GSRL-1A4-E-TV8DC12BYOMz | 12VDC | 416A 360 ohm | 03AC6374 3.34 
@ G6B-1174P-US-DC5 5 VDC 8A 125 ohm 67K9355 9.85 @ GSRL-1A-E-TV8 DC24 BY OMZ 24voc | 16A | 144kohm | 03AC6371 3.76 
© G6B-1114P-US-DC6 6 VDC 5A 180 ohm 8906227 5.11 GSRL-1A4-E-TV8DC24BYOMZ | 24VDC | 416A 1.44kohm | 03AC6375 2.09 
@ G6BK-1114P-1-US-DC12 12 VDC 5A 515 ohm 896279 6.01 @ GSRL-1A-E-TV8 DC48 BY OMZ 4gvoc | 16A | 5.358kohm | 03AC6372 3.86 
@ G6BK-1114P-US-DC12 12 VDC 5A 515 ohm 94B0859 6.64 GS5RL-1A4-E-TV8DC48 BYOMZ | 48VDC | 16A | 5.358kohm | 03AC6376 3.51 
@ G6B-1114P-1-US-DC12 12 VDC 5A 720 ohm 03C3388 5.27 Sn 
@ G6B-1114P-US-DC12 12 VDC 5A 720 ohm 36K3238 6.97 
© G6B-1174P-US-DC12 12 VDC 8A 720 ohm 35K3192 8.22 . 
© G6B-1114P-FD-US-DC24 24 VDC 5A 288kohm | _67K9353 8.58 SPST Slim Power Relay omRon 
@ G6B-1114P-US-DC24 24 VDC 5A 2.88 kohm | 35K4532 6.53 : ar bane eae ‘ Gere ps Vcr Nh contact © 
© G6B-1174P-FD-US DC24 24 VDC 8A 2.88 kohm 67K9354 12.45 reliability by crossbar-twin contact. ELECTRONIC COMPONENTS 
© GOB. 1174P-US-DC24 en y0G eh 288 kohm _ |RSGEISS 5.96 : re ipnaton al duel Ey iiiepueeneinne 
SPST-NO, SPST-NC, Solder 2-201 for reinforced insulation (CT! 600 V min. and 
@ G6B-2114P-1-US DC5 5 VDC 5A 83.3 ohm 89C6257 TP Rated insulation voltage 300 V). 
© G6B-2114P-US-DC5 5 VDC 5A 83.3 ohm | _67K9357 9.03 * Actualize electrical durability 100 Kops (-L type) 
@ G6B-2114P-US DC6 6 VDC 5A 120 ohm 67K9358 8.04 
@ G6B-2114P-US DC12 12 VDC 5A 480 ohm 99F9312 7.26 
@ GOB-2114P-1-US DC12 12 VDC 5A 480 ohm 67K9359 6.83 
@ G6B-2114P-US DC24 24 VDC 5A 1.92 kohm 52F3718 8.67 
@ G6B-2114P-1-US DC24 24 VDC 5A 1.92 kohm 67K9360 = Coil Contact Coil Price Each 
Price Each siarns ante. Voltage Current Resistance Stock No. 1-9+ 
edi aaa 7 , solder 
a a Earns: Pescupien ne oa G6DN-1A-LDC5 5 VDC 5A 439 ohm 43ACT793 155 
enor sarGreano [tw —[ ag Sewanee [ee | sa {nan —| kre 
@ P6B-04P Back Connecting Socket 35K4863 3.56 re - 


PIM_3735 


902 = Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


G6DN SERIES PCB POWER RELAY 


OMRON. 


RELAYS, SOLENOIDS & CONTACTORS 
POWER — GENERAL PURPOSE 


8-16A LOW-PROFILE RELAYS (CONT.) 


© Slim 5-mm width and miniature size. (20 x 5.08 x 12.5 mm) Coil Contact Coil Price Each 
© High switching capability 5 A (250 VAC and 30 VDC), and high contact 3 Tl 
reliability by crossbar-twin contact. ELECTRONIC COMPONENTS Mfg. Part No. Voltage Current Resistance | Stock No. 1-9+ 
© Power consumption 110 mW of an industry top class. DPDT, Solder 
© Meets application standards EN61010-1 and EN61010- @ G2RL-24-CF DC5 BY OMB 5 VDC 154 62.5 ohm 8905519 = 
2-201 for reinforced insulation, and EN60335-1 for basic 
‘nsulation. @ G2RL-24 DC5 BY OMB 5 VDC 15A 62.50hm | 34K3622 4.50 
@ G2RL-2-CF-DC12 12 VDC 1.5A 360 ohm 1706910 3.50 
@ G2RL-24 DC12 BY OMB 12 VDC 1.5A 360 ohm 36K7446 3.39 
@ G2RL-24-CF-DC12 12 VDC 1.5A 360 ohm 36K3228 3.67 
@ G2RL-24D024 24 VDC 1.5A 1.44 kohm 36K1935 5.25 
@ G2RL-2-CF-DC24 24 VDC 1.5A 1.44 kohm 36K1934 4.67 
call foniael _ Price Each @ G2RL-24 DC48 BY OMB 4gvoc | 145A | 5.358kohm | 89C5516 3.92 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ SPDT, Solder 
SPST-NO, Solder, Blue @ G2RL14DC5 5 VDC 3A 62.5 ohm 34K0484 = 
G6DN-1A DC12 12 VDC 5A 1.309 kohm 78Y8992 2.32 @ G2RL-14-CF DC5 5 VDC 3A 62.5 ohm 33K3864 3.33 
G6DN-1A DC24 24 VDC 5A 5.236 kohm 78Y8993 2.35 @ G2RL14DC12 12 VDC 3A 360 ohm 34K3621 2.82 
SPST-NO, Solder, Yellow @ G2RL-14-CF-DC12 12 VDC 3A 360 ohm 33K9486 3.78 
G6DN-1A DC4.5 4.5 VDC 5A 184 ohm 78Y8994 1.01 @ G2RL-1-CF-DC12 12 VDC 3A 360 ohm 36K3224 2.75 
G6DN-1A DC5 5 VDC 5A 227 ohm 788995 1.90 @ G2RLIEDC12 12 VDC 3A 360 ohm 8905444 3.50 
PIM_ 5504882 @ G2RLIECFDC24 24 VDC 3A 144kohm | 17C6905 4.22 
@ G2RL-1-CF-DC24 24 VDC 3A 1.44 kohm 1706903 Die 
@ G2RL14CFDC24 24 VDC 3A 1.44 kohm 36K3225 3.18 
Set We omrROon @ G2RL14D024 24 VDC 3A 144kohm | 36K3226 2.69 
1® 
© Rated load: 5A at 250VAC, 30VDC ELE NIC COMPONENTS @ G2RL14ECFDC24 24 VDC 3A 1.44 kohm 43K5272 = 
@ Max. operating voltage: 250VAC, 30VDC Rais SPST-NO, Solder 
; bia bi Satie ane ‘atvell Ose @ G2RL1ADC12 12 VDC 12A 360 ohm 36K7445 1.96 
lax. switching capacity: ; for resistive load, vailable 
500VA, 60W for inductive load 6 @ G2RL1A4DC12 12 VDC 12A 360 ohm 25C0886 3.11 
© Contact resistance: 100mO Max. A G @ G2RL-1A4-E-DC12 BY OMB 12 VDC 12A 360 ohm 24C0595 4.01 
© Bounce time: 1.20ms @ G2RLIADC24 2avoc | 12A 144kohm | 89C5453 
@ Ambient operating temperature: -25°C to +70°C eise 
G6D series features include: reduced board space ideal for PIM_62179 
high density mounting. Dimensions in mm(inches): 6.5(.260)W 
x 17.5(.690) L x 12.5(.490)H. Rated for D150 pilot duty by UL, 
CSA, and optional mounting socket simplifies relay installation DC POWER RELAYS 
and servicing of finished equipment. © Contact Form: SPST-NO is 
Coil Contact Coil Price Each : ill eee ELECTRONIC COMPONENTS 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ ‘ Mae eavtind wine 400V epiins re 
SPST-NO, Solder : , Available 
@ G6D-1A-ASI-DC5 5 VDC 5A 425 ohm 37K5480 8.20 Coll Contact Coil Price Each 
@ G6D-1A-ASI DC12 12 VDC 5A 720 ohm 17M6689 _ Mfg. Part No. Voltage Current Resistance Stock No. 1-44 
@ G6D-1A-ASI-DC24 24 VDC 5A 2.88 kohm 69K0924 8.08 SPST-NO, Screw 
PIM_75463 @ G9EN-1-UVD DC12 12 VDC 60A 28.8 ohm 90W1587 146.39 
@ G9EN-1-UVD DC24 24 VDC 60A 115.2 ohm 90W1588 = 


G6K SERIES HIGH-FREQUENCY RELAY 


© Superior high- requency characteristics (at 1 GHz), such as an isolation 
of 20 dB min. between contacts of the same polarity or 30 dB min. 
between contacts of different polarity with an insertion 
loss of 0.2 dB max. 

@ Miniaturized to 10.3 x 6.9 x 5.4 mm (L x W x H). 

@ Rated power consumption of 100 mW with high 
sensitivity 

© Single-side stable and single-winding latching models 
available. 

© Models with a smaller footprint (G6K(U)-2F-RF-S) are 
available to help save space. s | 

@ New G6K(U)-2F-RF-T models for 3-GHz band join the | 
lineup with a downsized footprint. | 

@ New PCB terminals models for 3-GHz band join the 
lineup. 

@ New PCB terminals models available. 


OMRON. 


ELECTRONIC COMPONENTS 


PIM_210241 


30A - 200A SERIES DC POWER RELAYS 


G9EA-1 Series 


ahs 


G9EC-1 Series 


OMRON. 


ELECTRONIC COMPONENTS 


RoHS 
Compliant 
Available 


Coil Contact Coil Price Each © Contact Form: SPST-NO © Consume less power than conventional relays 
Mfg. Part No. Voltage Current Resistance Stock No. 4-44 © Interrupt high-capacity loads © Low noise level during switching 
DPDT, Solder The switching section and driving section are gas-injected and hermetically sealed, allowing these compact 
- relays to interrupt high-capacity loads and high-voltage circuits. The sealed construction also requires no arc 
G6K-2P-RF DC3 3 VDC 1A 91 ohm 78Y9006 18.18 space, saves space, and helps ensure safe applications. Operating temperature: -40°C to +70°C (mfg. part 
G6K-2P-RF DC4.5 4.5 VDC 1A 194 ohm 78Y9007 17.30 nos. G9EA-); -40°C to +50°C (mfg. part nos. G9EC-). UL/CSA approval pending. 
G6K-2P-RF DC5 5 VDC 1A 237 ohm 78Y9008 21.21 Coil Contact Coil Price Each 
G6K-2P-RF DC12 12 VDC 1A 1.315 kohm 78Y9004 18.18 Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
G6K-2P-RF DC24 24 VDC 1A §.22 kohm 78Y9005 17.82 SPST-NO, Screw 
PIM_5524883 @ G9EA-1 DC12 12 VDC 60A 28.8 ohm 34K3631 152.39 
@ G9EC-1-B DC12 12 VDC 200A 12.8 ohm 36K3253 274.69 
8-16A LOW-PROFILE RELAYS @ G9EA-1-B-CA DC24 24 VDC 30A 115.2 ohm 09J1726 158.46 
© Low-profile 15.7mm (H) x 28. 8mm (L) x 12.mm (W) oOmRON. © G9EA-1 D024 24 VDC GOA T1520hm | 36K1959 | 154.51 
© Low power consumption: (400mW, DC48-430mW) ELECTRONIC COMPONENTS @ G9EC-1-B DC24 24 VDC 200A 51.2 ohm 35K4546 264.86 


© Over 8mm creepage and clearance coil to contact 
spacing for very high isolation 

@ Tracking resistance (CTI) rated at 250 

@ Vented or sealed (with ventable nib) 

@ UL recognized, CSA certified, VDE approved 

Units with “CF” in mfg. part no. class F coil insulation; 

others have class B. 


RoHS 
Compliant 
Available 


Thru-Hole 


> CONTINUED > 


1.800.463.9275 ¢ newark.com 


PIM_80294 


elementiu 903 


RELAYS, SOLENOIDS & 


POWER — GENERAL PURPOSE 


8A POWER RELAYS 


Max. switching capacity: 2000VA, 150W 
Contact resistance: 100mO Max. 
Insulation resistance:: 1000mO Min. 
Ambient operating temperature: -40°C to 
Dimensions: 0.39W x 1.12L x 0.59" H 


Max. switching voltage: 250VAC, 125VDC 


CONTACTORS 


OMRON. 


ELECTRONIC COMPONENTS 


RoHS 
Compliant 
Available 


+85°C 


Coil Contact Coil Price Each 

Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
SPDT, Solder 
@ G6RN-1 DC5 5 VDC 8A 114 ohm 96B9768 4.45 
@ G6RN-1 DC12 12 VDC 8A 655 ohm 94B4358 5.09 
@ G6RN-1 DC24 24 VDC 8A 2.62 kohm 36K3244 4.39 
SPST-NO, Solder 
@ G6RN-1A DC5 5 VDC 8A 114 ohm 8903082 ae 
@ G6RN-1ADC12 12 VDC 8A 655 ohm 23C8326 3.38 
@ G6RN-1A DC24 24 VDC 8A 2.62 kohm 36K1953 3.46 


PIM_75464 


10A GENERAL-PURPOSE PLUG-IN RELAYS 


Flange Mount 
@ Interlocked frame-and-contact block prevs 


contact misalignment during plug-In 
@ Rugged power driver offers superior 3/16' 


OMRON 


. AUTOMATION & SAFETY 


RoHS _ 
Compliant 
Available 


Plain Case 


ents air and 3/8” over-surface spacing 
@ 4/2HP motor controller applications @ 240, 480 


” through- and 600VAC or 1/3HP @ 120VAC 


MJ series are 10A general-purpose plug-in relays. Plain case: 48.38(1.905)H x 38.73(1.525)W x 
35.56"(1.400mm)L. Flange: 73.66(2.90)H x 38.73(1.525)W x 35.56"(1.400mm)L. UL recognized, CSA certified. 
For use with PTF series sockets, order separately below. Latching versions and units with manual operator, 
push-to-operate button and LED indicator are also available; go online or call. 
11-pin square sockets. Rated 300VAC @ 10A, 150VAC @ 15A. For use with hold-down springs mfg. part nos. 
PYMJN-PCB and PYMJN-S. UL recognized, CSA certified. 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
3PDT, Quick Connect 
@ MJN3C-DC12 12 VDC 10A 120 ohm 14C4216 4.64 
@ MJN3C-AC24 24 VAC 10A 72 ohm 1404214 34.08 
@ MJN3CF-DC24 24 VDC 10A 470 ohm 1404224 3002) 
@ MJN3C-DC24 24 VDC 10A 72 ohm 1404215 30.87 
@ MJN3C-AC120 120 VAC 10A 1.7 kohm 14C4217 32.76 
@ MJN3CF-AC120 120 VAC 10A 1.7 kohm 14C4227 31.31 
@ MJN3C-N-AC120 120 VAC 10A 2.25 kohm 8907262 3000) 
DPDT, Quick Connect 
@ MJN2CF-DC12 12 VDC 10A 120 ohm 14C4231 27.14 
@ MJN2C-DC12 12 VDC 10A 120 ohm 14€4220 30.51 
@ MJN2CF-AC24 24 VAC 10A 75 ohm 14C4229 29.27 
@ MJN2CF-DC24 24 VDC 10A 470 ohm 14C4233 34.99 
@ MJN2C-DC24 24 VDC 10A 470 ohm 14C4219 30.59 
@ MJN2CE-DC24 24 VDC 20A 470 ohm 8907236 32.76 
@ MJN2C-AC120 120 VAC 10A 2.25 kohm 14C4221 6.97 
@ MJN2C-E-AC120 120 VAC 20A 2.25 kohm 8907213 34.58 
Price Each 
Mfg. Part No. Description Stock No. | 1-1-9 
@ PTF21PC Screw Terminal Relay Socket 17M7531 16.02 
@ PTF11PC Screw Terminal Relay Socket 26M8294 16.02 
@ PTFPCB Through Hole Vertical Relay Socket 14€4251 Bios 
PIM_56270 


904 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


10A PLUG-IN RELAYS 


Features: 

Mechanical indicator standard on all models 

Optional lockable test button and/or LED indicator 

Octal base 

Wider operating temperature 

Versions with built-in varistors and diodes are also available; 
go online or call 

Specifications: 

Contact rating: 10A at 250VAC 


OMRON 


AUTOMATION & SAFETY 


RoHS — 

Compliant 

Available 
WG 


-— 


3 


@ Impulse withstand voltage: 4.5kV 

@ Nom. coil voltage: 1.4W 

@ Electrical life min: 100,000 ops 

© Operating temperature: -40°C to 60°C 

Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
3PDT, Quick Connect 
@ MKS3PI-5 DC12 12 VDC 10A 107 ohm 04R7328 22.41 
@ MKS3PI-5 AC24 24 VAC 10A 48.4 ohm 04R7326 22.41 
@ MKS3PI-5 DC24 24 VDC 10A 430 ohm 04R7329 22.26 
@ MKS3PIN-5 DC24 24 VDC 10A 430 ohm 04R7331 27.31 
@ MKS3PI-5 AC120 120 VAC 10A 1.13 kohm 04R7325 26.66 
@ MKS3PIN-5 AC120 120 VAC 10A 1.13 kohm 04R7330 26.73 
@ MKS3PI-5 AC240 240 VAC 10A 4.48 kohm 04R7327 251310 
DPDT, Quick Connect 
@ MKS2PI AC12 12 VAC 10A 13.7 ohm 04R7312 19.59 
@ MKS2PI DC12 12 VDC 10A 107 ohm 04R7317 19.88 
@ MKS2PIN AC24 24 VAC 10A 48.4 ohm 04R7320 23.63 
@ MKS2PI AC24 24 VAC 10A 48.4 ohm 04R7314 19.81 
@ MKS2PIN DC24 24 VDC 10A 430 ohm 04R7322 24.81 
@ MKS2PI DC24 24 VDC 10A 430 ohm 04R7318 19.88 
@ MKS2PN DC110 110 VDC 10A 8.96 kohm 04R7324 25.37 
@ MKS2PI DC110 110 VDC 10A 8.96 kohm 04R7316 23.80 
@ MKS2P AC120 120 VAC 10A 1.13 kohm 04R7311 20.84 
@ MKS2PN AC120 120 VAC 10A 1.13 kohm 04R7323 25.37 
@ MKS2PIN AC120 120 VAC 10A 1.13 kohm 04R7319 22.56 
@ MKS2PI AC120 120 VAC 10A 1.13 kohm 04R7313 22.68 
@ MKS2PIN AC240 240 VAC 10A 4.48 kohm 04R7321 24.83 
@ MKS2PI AC240 240 VAC 10A 4.48 kohm 04R7315 20.78 
Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 

@PL11 11 Pins Back Connecting Socket 52F3746 = 
@ PF113A-E 11 Pins Relay Socket 36K2011 12.55 
@ PLE08-0 8 Pins Back Connecting Socket 17M7523 10.73 
@ PLO8 8 Pins Back Connecting Socket 35K3218 5.43 
@ PFO83A-E 8 Pins Relay Socket 52F3735 12.00 
@ PFP-M Din Rail End Plate 36K3451 41.32 
@ PFC-A1 Hold Down Clip 36K7584 3.62 
@ PFP-50N Mounting Track, 0.5m x 7.3mm 93B2043 12.12 
@ PFP-100N2 Mounting Track, 1m x 16mm 34K8630 29.00 
@ PFP-100N Mounting Track, 1m x 7.3mm 17M7511 12.92 

PIM_3755 

G2R SERIES POWER RELAYS 


OMRON 


AUTOMATION & SAFETY 


rat RoHS _ 
~ Compliant 
Available 
Wig 


G2R series are slim-styled power PCB relays. Creepage distance of 0.31” min. 
between coil and contact. Relays with E in mfg. part no. are 
high-capacity 16A; all others are general purpose. Relays 
with N in mfg. part no. include LED indicator; ND in mfg. part 
no. indicates LED indicator and surge suppression diode. 
Outside dimensions in inches (mm): 1.14(29)L x .510(13)W 
x 1.0(25.5)H. UL recognized, CSA certified. Also available: 
class B insulation, latching types and flange mount version ' 
with quick connects: order mfg. part no. G2R-1-T-(voltage). 
Type P2R-P connecting socket mounting plate, Mfg. part 
no. P6C-08P back-connecting PCB terminal, socket also 
available; go online or call. 


Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
DPDT, Quick Connect 
@ G2R-2-SNDI DC24(S) | 24 VDC 5A 1.113 kohm 080994 26.17 
DPDT, Solder 
@ G2R-24-DC5 5 VDC 5A 47 ohm 37K6097 7.26 
@ G2R-2-DC12 12 VDC 5A 275 ohm 83F5358 6.18 
@ G2R-24-DC12 12 VDC 5A 275 ohm 36K3222 6.07 
@ G2R-24-AC24 24 VAC 5A 260 ohm 36K3221 9.73 
@ G2R-2-AC24 24 VAC 5A 260 ohm 8905303 8.79 
@ G2R-2-DC24 24 VDC 5A 1.1 kohm 36K3220 4.64 
@ G2R-24-DC24 24 VDC 5A 1.1 kohm 36K3223 7.28 
@ G2RK-2 DC24 24 VDC 10A 694 ohm 93B2797 7.20 
> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


RELAYS, SOLENOIDS & CONTACTORS 


POWER — GENERAL PURPOSE 


G2R SERIES POWER RELAYS (CONT.) 5A-10A ULTRA-HIGH SENSITIVITY RELAYS (CONT.) 
Coil Contact Coil | Price Each | Coil Contact Coil | Price Each_ 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
DPDT, Solder 4PDT, Quick Connect 
@ G2R-2-AC120 120 VAC 5A 6.5 kohm 51B745 12.67 @ MY4ZN AC110/120(S 120 VAC 5A 4.43 kohm 48F3653 25.20 
@ G2R-24-AC120 120 VAC 5A 6.5 kohm 52F3689 14.69 @ MY4N AC220/240(S) 240 VAC 5A 18.79 kohm 48F3648 (OEY 
DPST-NO, Solder @ MY4 AC220/240(S) 240 VAC 5A 18.79 kohm 36K7573 12.94 
@ G2R-2A4-DC12 12 VDC 5A 275 ohm 89C5380 8.07 DPDT, Quick Connect 
@ G2R-2A-DC24 24 VDC 5A 1.1 kohm 8905359 5.78 @ MY2 DC12(S) 12 VDC 10A 160 ohm 36K3444 11.51 
SPDT, Solder @ MY2N DC12(S) 12 VDC 10A 160 ohm 36K7572 11.62 
@ G2R-14-DC5 5 VDC 10A 47 ohm 24C6438 4.73 @ MY2N-AC24(S) 24 VAC 10A 180 ohm 48F3639 11.62 
@ G2R-1-E-DC5 5 VDC 16A 47 ohm 36K7442 5.45 @ MY2 DC24(S) 24 VDC 10A 636 ohm 36K3445 11.51 
@ G2R-1-DC12 BY OMI 12 VDC 10A 275 ohm 90B9506 4.12 @ MY2N-D2-DC24S 24 VDC 10A 636 ohm 67K9439 17.49 
@ G2R-14-DC12 12 VDC 10A 275 ohm 36K1932 5.80 @ MY2N DC24(S) 24 VDC 10A 636 ohm 48F3641 11.62 
@ G2R-1-E-DC12 12 VDC 16A 275 ohm 36K1929 6.61 @ MY2-02-DC24 24 VDC 10A 636 ohm 96B2719 9.89 
@ G2R-14-AC24 24 VAC 10A 260 ohm 52F3682 11.77 @ MY2N-CR AC110/120 (S) 120 VAC 10A 4.43 kohm 8907499 29.46 
@ G2R-1-E-DC24 24 VDC 10A 1.1 kohm 52F3693 6.62 @ MY2N AC110/120(S) 120 VAC 10A 4.43 kohm 36K2001 42.02 
@ G2R1DC24 24 VDC 10A 1.1 kohm 34K3620 4.12 @ MY2.AC110/120(S) 120 VAC 10A 4.43 kohm 67K9437 11.96 
@ G2R-14-DC24 24 VDC 10A 1.1 kohm 36K1933 = @ MY2.AC220/240(S) 240 VAC 10A 18.79 kohm 48F3633 12.21 
@ G2R-14-AC120 120 VAC 10A 6.5 kohm 36K1931 11.99 @ MY2N-AC220/240(S) 240 VAC 10A 18.79 kohm 48F3638 18.65 
@ G2R-1-E-AC120 120 VAC 16A 6.5 kohm 1706474 9.10 Price Each 
SPST-NO, Quick Connect Mfg. Part No. Description Stock No. | 4-1-9% 
@ G2R-1A-T-AC24 24 VAC 10A 260 ohm 89C5220 11.69 @ PYFIIA i 50B6396 15.09 
@ G2R-1A-T-DC24 24 VDC 10A 1.1 kohm 25C7120 8.08 @ PY14 Back Connecting Socket 35K3221 4.16 
@ G2R-1A-TAC-120- 120 VAC 10A 6.5 kohm 2205448 13.52 @ PY08-02 Back Connecting Socket 35K4860 281 
SPST-NO, Solder @ PY14-02 Back Connecting Socket 36K7593 4.15 
@ G2R-1A4-DC12 12 VDC 10A 275 ohm 35K3188 5.42 @ PFP-M Din Rail End Plate 36K3451 1.32 
Se Cee DE Ie JENDG _ en on Sones 4.48 @ PYFI4A-N Front Connecting Socket 35K4859 15.87 
@ GAR AL DC24 sel nh 11 koh SERS 7.41 © PYFOBA-E Front Connecting Socket 36K2031 = 
© CeRelerE-DO24 ane ass J/kohm SAE) 4.13 @ PYFI4A-E Front Connecting Socket 52F3770 = 
@ G2R-1A4-AC120 120 VAC 10A 6.5 kohm 36K7444 9.08 “@PYFOSAN~*<|.~—~~SFrontConnectingSocket. + +| 8907783 | 13.15 — 
Price Each @ PYC-P Hold Down Clip 17M7537 0.70 
Mfg. Part No. Description Stock No. 1-1-4+ @ PYC-A1 Hold Down Clip 36K7592 0.62 
@ P2R-05P Connecting Socket 35K3222 4.31 @ PFP-50N Mounting Track, 0.5m x 7.3mm 93B2043 sale 
@ P2R-08P Connecting Socket 35K4861 2.82 @ PFP-100N2 Mounting Track, 1m x 146mm 34K8630 29.00 
@ PFP-M Din Rail End Plate 36K3451 Eso @ PFP-100N Mounting Track, 1m x 7.3mm 17M7511 12.92 
@ PFP-50N Mounting Track, 0.5m x 7.3mm 93B2043 Aone @ PYF14A Relay Socket 36K2032 16.93 
@ PFP-100N Mounting Track, 1m x 7.3mm 17M7511 12.92 @ PYFO8A Relay Socket 89C7782 10.76 
PIM_3733 @ PYF14S Relay Socket 8907789 20.20 
@ PFP-S Spacer 17M7510 0.75 
5A-10A ULTRA-HIGH SENSITIVITY RELAYS om RON PIM_3728 
; High reliability up to 500k operations ee avigite seeety ——————SESE>SESEES=S=S=E=EbhEr >>> SS_= 
Spann ener or otiad wie” OAASA PLUG-IN RELAYS omron 
device ‘ Gepsinpiat 
Available AUTOMATION & SAFETY 


© Vibration and shock resistant 

Flange mount, PC board mount and other coil voltages 
available; go online or call. All mfg. part no. shown below 
are plug-in/solder termination. “S” suffix indicates 
manufactured on automated production line. Items without 
“S$” suffix are equivalent. CR in mfg. part no. indicates 
built-in surge suppression. 


q) RoHS — 
Compliant 
Available 


WE jy, 


Standard Case 


Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
3PDT, Quick Connect Plug-In Flange Mount 
f @ Available in 4 contact configurations © Dielectric strength: 2,000VAC 
aM pee ZANE of So0. ohn SaRoaIt tee @ Available in plug-in, flange mount and PC board @ AgCdO contacts 
4PDT, Quick Connect mounting styles © AC models: 50 million operations min. 
@ MY4 DC12(S) 12 VDC 5A 160 ohm 36K7575 12.42 ® Arc barrier equipped © DC models: 100 million operations min. 
@ MY4N AC24(S) 24 VAC 5A 180 ohm 48F3649 13.76 UL recognized, CSA certified. Additional accessories available (mfg. part no. PT14 back connecting solder 
@ MY4 DC24(S) 24 VDC 5A 636 ohm 36K3446 12.67 terminal socket and mfg. part no. PT14-0 back connecting PCP terminal socket); go online or call. 
@ MY4IN DC24 (S) 24 VDC 5A 636 ohm 36K7576 14.29 Coil Contact Coil Price Each 
@ MY4N DC 24(S) 24 VDC 5A 636 ohm 36K2003 15.30 Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
@ MY4N-D2-DC24S 24 VDC 5A 636 ohm 67K9443_ | 30.02 3PDT, Solder 
@ MY4z DC24(S) 24 VDC 5A 636 ohm 33K3876 | 20.77 @LY3-DC12 12V0C: 10A 107 ohm 35K3210_ | 24.64 
@ MYaZNDC24(S) FADC a ee 36K7578 | 25.20 @ LY3-AC24 24 VAC 10A 100 ohm 35K3209 24.64 
@ MY4ZN-D2 DC24(8) 24 VDC 5A 636 ohm 36K2004 | 29.30 SE YSiAGZ a 10% ne obi ee) || 200 
@ MY4H-US DC24 24 VDC 5A 650 ohm | 3008279 | 94.13 Stieber eny0G 108 A10 ohm SEK7 S51 Maltese 
@ MY4N DC100/110(8) 410 VDC 5A t.tkohm | 35K4772 | 15.56 @ LY3F-DO24 24 VDC 40A 410 ohm 25H9906 | 20.17 
@ MY4IN AC110/120 (8) 720 VAC BA 4.43kohm | 9689383 | 14.20 @LYSN-ACTIO20 120/VAG 410A 2.2 kohm B7K9414 | 26.15 
@ MY4Z-AC110/120 120 VAC 5A 443 kohm | 52F3763 | 23.83 wiyenel20 TAOS ae es) kon pokey 2508 
@ MY4-02-AC110/120 120 VAC 5A 443 kohm | 52F3753. | 16.60 4PDT, Solder 
@ MY4 AC110/120(S) 120 VAC 5A 443konm | 36K2002 | 41.50 She Dele J2NDE 104 $b0‘onm Sa 2558 
@ MY4N.AC110/120(8) 720 VAC 5A 443kohm | 35K4771_| 14.58 SEU DCI JEN ss aahonn eS7002i 22155 
@ MY4N-CR AC110/120 (S) 120 VAC 5A 443kohm | 36K7577 | 31.02 @ LY4F-DC12 ‘i2vbC 40A 4100 ohm 89C7098_ | 22.85 
@ MY4H-US AC110/120 720 VAC 5A 443konm | 16M9249 | 97.25 eiyeAces ZL VAG 108 eich SBK7552 005 [22185 
@ LY4FAC24 24 VAC 10A 78 ohm 2409738 22.85 
> CONTINUED > > CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 
POWER — GENERAL PURPOSE 


10A-15A PLUG-IN RELAYS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


G7L SERIES 5A-30A POWER RELAYS 


OMRON 


Coil Contact Coil | Price Each AUTOMATION & SAFETY 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ otis 
4PDT, Solder Se roan 
@ LY4N-AC24 24 VAC 10A 78 ohm 2209544 33.14 ° 
@ LY4-DC24 24 VDC 10A 350 ohm 36K7554 16.49 \ G 
@ LY4-0-DC24 24 VDC 10A 350 ohm 93B6745 23.14 
@ LY4F-DC24 24 VDC 10A 350 ohm 89C7099 22.85 
@ LY4N-DC24 24 VDC 10A 650 ohm 919452 31.02 
@ LY4N-D2-DC24 24 VDC 10A 650 ohm 93B3226 31.02 Screw Terminal Quick-Connect 
@ LY4-DC48 48 VDC 10A 2.6 kohm 35K4717 22.85 @ Dielectric strength: 4,000VAC @ ULclass B coil insulation 
@ LY4-AC120 420 VAC 410A 2.2 kohm 36K1999 17.99 © Max. switching voltage: 250VAC © Conforms to IEC 950 ; 
© Contact material: AgCdO ®@ Quick-connect, screw and PC board terminals 
@ LY4N-AC120 120 VAC 10A 2.2 kohm 36K7555 27.64 © Push-to-test button available 
@ LY4F-AC120 120 VAC 10A 2.2 kohm 8907096 22.85 Quick-connect and screw-terminal relays available with E-brackets mfg. part no. R99-07G5D and track 
@ LY4-0-AC120 120 VAC 10A 22.2 kohm 36K3432 22.85 mounting adaptor mfg. part no. P7LF-D separately. Quick-connect relays available with front connecting socket 
@ LY4-AC240 240 VAC TOA 9 kohm 36K7553 24.03 mfg. part no. P7LF-06 and cover mfg. part no. PTLF-C. PC board terminal versions and VDE approved 
versions also available; go online or call. UL recognized, CSA certified, TUV approved. 
EPEH, Soler Coil | Contact | Coil uicalEach 
@ LY2-DC6 8 VDC 15A 40 ohm Cea NS Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
@ LY2-AC12 12 VAC 15A 46 ohm 89C7012 17.56 DPST-NO, Quick Connect 
@ LY2-0-DC12 t2vbc HOA a0 .cin casey || ie © G7L-2A-TUB-J-CB-DC12 f2vbc | 25A 75ohm | 36K7474 | 10.59 
@ Ly2-DC12 12 VDC 15A 160 ohm SOK e461 AGS © G7L-2A-TUB-CB-AC24 24vac | 25A | 3030hm | 89C6808 | 15.09 
@ LY2N-DC12 t2vbe 415A ASD Onn SORT S30 20105 @ G7L-2A-TUB-J-CB-AC24 2aVAC | 25A 3030hm | 67K9366 | 12.01 
@ LY2F-DC12 12 VDC 15A 160 ohm S7KOTI ZS ENOICr @ G7L-2A-TUB-J-CB-DC24 2mvbC | 25A 303 ohm | 35K4544 | 10.59 
@ LY2-0-AC24 24V 15A {80 'ohmn SORT a7 © G7L-2A-T-J-CB-DC24 zvoc | 25A | 303ohm | 89C6804 | 14.25 
@ LY2N-AC24 24 VAC JOA aston eden) || ants @ G7L2ATUBJCBAC100120 toovac | 25A | 5.26kohm | 52F3950 | 15.57 
@ LY2F-AC24 24 VAC IDA jepson SORT SSS 2 @ G7L-2A-T-J-CB-AC100/120 q2ovac | 25A | 5.26kohm | 51B757 13.12 
@ LY2-AC24 24 VAC {5A ation edie) || ia © G7L-2A-TUB-CB-AC100120 | 120VAC | 25A | 5.26kohm | 35K4542 | 15.37 
@ LY2N-DC24 24 VDC 10A 650 ohm 67K9413 20.45 DPST-NO, Screw 
@ LY2N-D2-DC24 24 VDC 15A 850 chm CE || Sie © G7L-2A-BUB-J-CB DC24 2™VDC | 25A | 303ohm | 67K9365 | 16.40 
@ LY2-0-DC24 24 VDC 15A pooh SSK 206 Ol @ G7L-2A-BUB-CBAC100/120 | 120VAC | 25A | 5.26kohm | 52F3955 | 49.66 
@ LY2-D-DC24 24 VDC 15A 850 ohm SOKTSAS E2199) @ G7L-2A-BUB-J-CBAC200/240 | 240VAC | 25A 21kohm | 52F3956 | 20.37 
@ LY2-DC24 24 VDC 15A 650 ohm 35K4715 15.01 DPST-NO, Solder 
@ LY2F-DC24 24 VDC 15A 850 chm SOK 75400 are @ G7L-2A-XLDC12 BY OM f2vDC | _20A 63ohm | 03AC6361 | 100.62 
@ LY2-DC48 48 VDC 15A 2.6 kohm 51B758 14.72 SCIoAKDC ORV 12 VDC BA 63ohm | 03acess9 | 97.63 
@ LY2-AC 100/110 410 VAC 15A 3.75 kohm POC 10085 | ileie2 @ G7L-2A-XL DC24 BY OM zvoc | 20A | 2500hm | 03ACe362 | 106.92 
@ LY2N-AC100/110 110 VAC 15A 3.75 kohm 34K7878 22.62 © G7L-2A.X 0024 BY OMI 4 VDC 5A 250 ohm | 03AC6360 | 108.19 
@ LY2-0-DC100/110 110 VDC 15A 11 kohm 2701841 13.20 SCIAP CRDCM 24 VDC 5A 303 ohm | 96B4615 16.82 
@ LY2F-AC110/120 120 VAC 15A 4.43 kohm 35K4716 14.72 SPST-NO, Quick Connect 
@ LY2N-AC110/120 120 VAC 15A 4.43 kohm 36K1998 20.05 © G7L-A-TUB-J-CB-DC12 72 VDC 5A 75 ohm 36K3248 12.04 
@ LY2-AC110/420 120 VAC 15A 4.43 kohm 36K7543 14.72 © G7IMATUBJLCR-AGI 24 VAC 2A 303 ohm | 67K9364 16.01 
@ LY2-0-AC110/120 120 VAC 15A 4.43 kohm 88M3299 10.67 Se CMATURECEDCO 7A VDC BA 303 ohm | 35K4541 9.89 
@ LY2N-AC200/220 220 VAC 15A 12.95 kohm 84C9820 22.62 © G/LMATUB-CBACIO0I20 | 120VAC | 25A 526kohm | 35K4540 14.88 
@ LY2-AC220/240 240 VAC 15A 18.70 koh | RERSZES7S 2a Looe @ G7L-1A-TUB-J-CB-AC200/240 | 240VAC | 25A | 2tkohm | 36K3287 | 11.08 
@ LY2N-AC220/240 240 VAC 15A 18.79 kohm 35K3207 20.63 SPST-NO, Screw 
@ LY2F-AC220/240 240 VAC 15A 18.79 kohm 36K3429 16.03 Seer e ae DvbG a0A 75 ohm 50F3047 AiG 
SPDT, Solder @ G7L-1A-BUB-J-CB-AC24 24 VAC 30A 303 ohm 52F3944 15.13 
@ LYIF-DC12 12 VDC 15A 160 ohm SoKS 205 MIC @ G7L-1A-BUB-J-CB DC24 2voc | 30A | s03ohm | 36K1956 | 18.78 
@Ly4-DC12 12 VDC 15A a0 ohmt LG || 1289 @ G7L-1A-BUB-CBAC100120 | 120VAC | 30A | 5.26kohm | 35K3199 | 21.43 
@ LY1F-AC24 24 VAC 15A 180 ohm 52F3780 13.72 Ee 
@ LY1-AC24 24 VAC 15A 180 ohm 36K7540 12.76 : 
@ LY1-DC24 24 VDC 15A 650 ohm 36K1996 12.90 
@ LY1F-DC24 24 VDC 15A 650 ohm 67K9410 13.72 PLUG-IN POWER RELAYS om RON 
@ Environmental friendly (Cd, Pb free) 
@ LY1-D-DC24 24 VDC 15A 650 ohm 8906997 18.34 © Lockable test button models now available AUTOMATION & SAFETY 
@ LY1-AC110/120 120 VAC 15A 4.46 kohm 36K7539 13.53 © Built-in mechanical operation indicator RoHS _ 
@ LY1F-AC110/120 120 VAC 15A 4.46 kohim 36K7542_ | 14.13 @ Provided with nameplate es Se roc 
© AC type is equipped with a coil-disconnection self-diagnostic 
@ LY1N-AC110/120 120 VAC 15A 4.46 kohm 10M5236 12.62 function (LED type) C € 
@ LY1F-AC220/240 240 VAC 15A 18.79 kohm 35K3204 13.53 @ High switching power (1-pole: 10A) 
SPDT, Through Hole + Whiotaneot somes assanmbe-qoonne Gal W 
@ LY1-0-DC24 24 VDC 15A 650 ohm 88M3298 12.02 ; 
Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 
@ PT08 67K9452 3.95 Coil Contact Coil | Price Each 
@ PT14-0 a 89C7768 5.44 Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
@ PF1I3A-E 11 Pins Relay Socket 36K2011 12.55 DPDT, Quick Connect 
@ PTFIIA 11 Pins Relay Socket 36K2012 16.02 @ G2R-2-S-DC6(S) 6 VDC 5A 69 ohm 0840980 10.63 
@ PTFI4A-E 14 Pins Relay Socket 36K2013 16.87 @ G2R-2-S-AC12(S) 12 VAC 5A 253 ohm 08J0970 13.52 
@ PTFOBA-E 8 Pins Relay Socket 17M7530 9.36 @ G2R-2-SND-DC12(S) 12 VDC 5A 278 ohm 0840990 21.00 
@ PT08-0 8 Pins Relay Socket 52F3807 4.32 @ G2R-2-S-DC12(S) 12 VDC 5A 278 ohm 08J0976 hal 
@PYC-P Hold Down Clip 17M7537 0.70 @ G2R-2-SN AC24(S) 24 VAC 5A 253 ohm 080985 25.02 
@ PYC-AI Hold Down Clip 36K7592 0.62 @ G2R-2-8-AC24(S) 24 VAC 5A 253 ohm 08J0973 15.27 
@ PFP-50N Mounting Track, 0.5m x 7.3mm 93B2043 12.12 @ G2R-2-SD-DC24(S) 24 VDC 5A 1.113 kohm 080981 15.27 
@ PFP-100N Mounting Track, 1m x 7.3mm 17M7511 12.92 @ G2R-2-SNDI DC24(S) 24 VDC 5A 1.113 kohm 0840994 26.17 
PIM_3727 @ G2R-2-SNI DC24(S) 24 VDC 5A 1.113 kohm 080995 18.04 
@ G2R-2-S-DC24(S) 24 VDC 5A 1.4 kohm 08J0977 171 
@ G2R-2-SND-DC24(S) 24 VDC 10A 1.4 kohm 080991 23.37 
> CONTINUED > 
906 ~—=— Go online or call for non-compliant or ROHS Compliant products. See page 2 


RELAYS, SOLENOIDS & CONTACTORS 
POWER — GENERAL PURPOSE 


PLUG-IN POWER RELAYS (CONT.) PA-N SERIES POWER RELAYS (CONT.) 
Coil Contact Coil | Price Each_ Coil Contact Coil | | Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ Mfg. Part No. Voltage Current Resistance Stock No. 1-99+ 
DPDT, Quick Connect SPST-NO, Solder 
@ G2R-2-SN-AC110(S) 110 VAC 5A 5.566 kohm 08/0989 23.62 @ APAN3118 18 VDC 5A 2.945 kohm 997082 471 
@ G2R-2-S-AC110(S) 110 VAC 5A 5.566 kohm 08J0969 16.80 @ APAN3124 24 VDC 5A 5.236 kohm 99Y7083 5.78 
@ G2R-2-S-AC120(S) 120 VAC 5A 7.286 kohm 08J0971 16.67 PIM_5737531 
@ G2R-2-SN AC120(S) 120 VAC 5A 7.286 kohm 08J0984 23.59 
@ G2R-2-S-AC240(S) 240 VAC 5A 30.36 kohm 08/0974 25.37 DW SERIES POWER RELAYS P. - 
@ G2R-2-SN AC240(S) 240 VAC 5A 30.36 kohm | 080986 35.91 © Low profile type available (h = 15.8 mm .622 inch) anasonic 
SPDT, Quick Connect @ Inrush type available (TV-8 UL/C-UL approved) 
@ G2R-1-S-DC6(S) 6 VDC 10A 69 ohm 0840943 12.13 : pea Laine Acti 
@ G2R-1-8-DC12(S) 12 VDC 10A 278 ohm 08/0939 10.26 : : ; 
Small Polarized Power Relays (latching type) 
@ G2R-1-SD-DC12(S) 12 VDC 10A 278 ohm 08J0946 13.21 
@ G2R-1-SN-DC12(S) 12 VDC 10A 278 ohm 08J0957 15.94 
@ G2R-1-SND-DC12(S) 12 VDC 10A 278 ohm 080962 16.53 
@ G2R-1-S-AC24(S) 24 VAC 10A 253 ohm 08J0936 13.62 | 
@ G2R-1-SN-AC24(S) 24 VAC 10A 253 ohm 08J0953 19.19 | 
@ G2R-1-SD DC24(S) 24 VDC 10A 1.113 kohm | 0840944 13.87 Gai Ceuta eal Price Each 
@ G2R-1-S-DC24(S) 24 VDC 10A 1.113 kohm 0840940 10.47 Mfg. Part No. Voltage Current Resistance Stock No. 1-99+ 
@ G2R-1-SNDI DC24(S) 24 VDC 10A 1.113 kohm 08J0966 22.23 SPST-NO, Solder 
© G2R-1-SNI DC24(S) 24 VDC 10A 1.113 kohm 0840967 16.67 @ ADW1203HLW 3 VDC 16A 22.5 ohm 99Y0541 4.32 
@ G2R-1-SN-DC24(S) 24 VDC 10A 1.113 kohm 08J0958 23.03 @ ADW1103HLW 3 VDC 16A 45 ohm 99Y0535 4.04 
@ G2R-1-SN-AC110(S) 110 VAC 10A 5.566 kohm 08J0950 21.00 @ ADW1105HLW 5 VDC 16A 125 ohm 99Y0536 3.94 
@ G2R-1-SN-AC-120(S) 120 VAC 10A 7.286 kohm 08J0949 20.86 @ ADW1205HLW 5 VDC 16A 62.5 ohm 99Y0542 4.78 
@ G2R-1-S-AC120(S) 120 VAC 10A 7.286 kohm 08J0934 15.27 @ ADW1106HLW 6 VDC 16A 180 ohm 99Y0537 3.66 
@ G2R-1-S-AC240(S) 240 VAC 10A 30.36 kohm 08J0937 17.15 @ ADW1206HLW 6 VDC 16A 90 ohm 99Y0543 4.32 
@ G2R-1-SN-AC240(S) 240 VAC 10A 30.36 kohm 08/0954 31.61 @ ADW1209HLW 9 VDC 16A 202.5 ohm 99Y0544 4.32 
PIM_79371 @ ADW1109HLW 9 VDC 16A 405 ohm 99Y0538 3.94 
————_—— a ee @ ADW1212HLW 12 VDC 16A 360 ohm 99Y0545 4.82 
SOCKETS AND ACCESSORIES FOR TIMERS, om RON @ ADW1112HLW 12 VDC 16A 720 ohm 99Y0539 3.78 
COUNTERS, AND TOTALIZERS @ ADW1224HLW 24 VDC 16A 1.44 kohm 990546 4.32 
Sockets and hold-down clips listed are for time-delay relays listed <REF=129397>, AUTOMATION & SAFETY @ ADW1124HLW 24 VDC 16A 2.88 kohm 99Y0540 4.22 
Brackets and sockets for timers and counters listed below. Gepeinpian PIM_5737457 
Available 
ho:ot prce=scr _ 4APOLARIZED HIGH-DENSITY, HIGH = 
FE . ii . 9+ - fi - 
oN Ral Scer os — “St SENSITIVITY RELAYS Panasonic 
@PFORSA | Pins | 8BKIV7N | 20.03 : a ee 50G /18G Ose 
DIN Rail, Screw, Front Connecting Socket © Switching range: 100y/A at 100mVDC to 4A at wee 
SV OGAE Bring SEK205I = Pee rating: 4A at 250VAC; 3A at 30VDC W @ 
@ PYFO8A-N 8 Pins 897783 13.15 © Low thermal electromotive force: 3uV 
@ PYFI4A-E 14 Pins 52F3770 = Dimensions (H x W x L): 0.409" (10.4) x 0.472" (12.0) 
DIN Rail, Screw, Socket, Back Connecting, 11 Pin x 1.102" (28.1). Row spacing: 0.300" (7.62). Order 
@ P3GA-11 Tt Pins B8K1976 35.11 mfg. part no. S-PS socket separately below. 
Panel, Screw, Socket, Back Connecting, 8 Pin fall Contact bal Price Each 
© P3G-08 8 Pins eskIg79 34.53 Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
Panel, Solder Lug, Back Connecting Socket 3PST-NO, SPST-NC, Solder 
@ Py14 14 Bins eake22i 4.16 @ S3EB-24V 24 VDC 4A 2.85 kohm 2406424 12.37 
For Use Price Each 4PST-NO, Solder 
Mfg. Part No. Description Type With Stock No. 1-1-4+ @ S4EB-5V 5 VDC 4A 130 ohm 46F5822 16.24 
@ Y92F-30 Flush Mounting Adapter | Panel Mount Adapter Omron HSCR 88K2030 19.29 @ S4EB-L2-5V 5 VDC 4A 130 ohm 64K3179 13.36 
M Digital Tinete © S4EB-42V 12VDC 4A 720 ohm 405824 | 16.25 
pas @ S4EB-24V 24 VDC 4A 2.85 kohm 64K3180 16.42 
7 DPST, Solder 
PA-N SERIES POWER RELAYS ze @ S2EB-5V 5 VDC 4A 130 ohm 46F5812 12.79 
Slim Power Rela Panasonic eer | ee) | ee [age 
@ High density mounting 5mm(W) x 20mm(L) x 12.5mm(H) - 
Low operating power @ S2EB-L2-24V 24 VDC 4A 2.85 kohm 64K3178 12.70 
© Complies with IEC61010 reinforced insulation DPST-NO, DPST-NC, Solder 
ee ie distance WIScEb ZV 12 NDE 4A F20.ohm aoisalg Ue 
© Complies with Standard for Hazardous Location Price Each 
(ANSI/ISA 12.12.01) Mfg. Part No. Description Stock No. 1-1-9+ 
@S-PS Relay Socket 46F5832 B95) 
] PIM_3671 
Coil Contact Coil Price Each 
Siete Saude Voltage Current Resistance Stock No. 1-99+ Custom Panel Meters Call 800 859 1257 
@ APAN3103 3 VDC 5A 82 ohm 99Y7077 4.37 
@ APAN314H 45 VDC 5A 184 ohm 9977084 471 ees He eta Sa text, eee logo 
ustom scale, range and pointer type 
rae - — _ — — -——- a Analog/Digital Meters, Sensors, Controllers and more 
@ APAN3109 9 VDC 5A 736 ohm 997080 471 Email panelmeters@newark.com 
@ APAN3112 12 VDC 5A 1.309 kohm 99Y7081 5.68 
PIM_5624808 
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RELAYS, SOLENOIDS & CONTACTORS 
POWER — GENERAL PURPOSE 


10-15A HIGH-SENSITIVITY POWER RELAYS 


© Cadmium-free contacts 

@ High sensitivity in small size 150mW pick-up, 300mW 
nominal operating power 

© Latching types available 

© Wide switching range 

© High vibration/shock resistance 

Carrying current: 1mA to 15A (DPDT); 1mA to 10A (4PDT). 

Vibration resistance: 18G amplitude 3mm (10 to 55Hz). 

Shock resistance: 40G (11ms). Initial contact resistance, 


Panasonic 


RoHS — 
Roe Compliant 
y Available 


max. 30mO. Contact material: Stationary contact: Gold flashed silver alloy. Movable contact: Silver alloy. 
Ambient temperature: -50°C to +60°C. Initial insulation resistance 1000 MO. 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
4PDT, Quick Connect 
@ SP4-DC12V 12 VDC 10A 480 ohm 46F5712 30.07 
4PDT, Solder 
@ SP4-P-DC24V 24 VDC 10A 1.92 kohm 99F4637 34.02 
DPDT, Quick Connect 
@ SP2-DC12V 12 VDC 15A 480 ohm 46F5702 25.21 
@ SP2-L2-DC12V 12 VDC 15A 480 ohm 46F5707 23.51 
@ SP2-DC24V 24 VDC 15A 1.92 kohm 46F5703 25.26 
DPDT, Solder 
@ SP2-P-DC24V 24 VDC 15A 1.92 kohm 64K3174 25.62 
Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ 
@ SP2-SF DIN Rail Screw Terminal Socket 46F5720 12.01 
@ SP-MA Mounting Plate 64K3173 2.53 
@ SP4-SF Through Hole Screw Terminal Socket 64K3176 15.98 
PIM_84519 


8A IC DRIVEABLE PC BOARD RELAYS FOR FIELD = 
LOAD SWITCHING Panasonic 
Geena 

Available 


e Amber sealed for automatic wave soldering and 
cleaning 


@ Initial contact resistance: 30 milliohms. 

@ 0.400" (10.16) row spacing AY G 
© Gold-flashed silver alloy contacts rated 8A, 2000VA 

@ 1450W switching power 

® 380VAC switching voltage 

© Nominal operating power: 240mW 

© Shock resistance: 20G 4.220°(31.0)W 

© Ambient temperature: -40°C to +60°C ep ot F : F 

© Dimensions: 0.445'(11.3)H x 0.551"(14)L x DPST, 2-coil latching version also available 
Sockets for ST series relays. Maximum continuous current: 10A. Chassis cutout: 0.6 to 2.2mm thickness. 

Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 

DPST-NO, DPST-NC, Solder 

@ ST1-L2-DC5V-F 5 VDC 8A 110 ohm 12N3824 12.69 
DPST-NO, Solder 

@ ST2-DC12V-F 12 VDC 8A 600 ohm 31M1489 TAQ 
@ ST2-DC24V-F 24 VDC 8A 2.4 kohm 411N6022 7.49 
SPST-NC, SPST-NO, Solder 

@ ST1-DC24V-F 24 VDC 8A | 2.4 kohm 11N6019 12.88 
SPST-NO, SPST-NC, Solder 

@ ST1-DC5V-F 5 VDC 8A 105 ohm 11N6021 8.51 

@ ST1-DC12V-F 12 VDC 8A 600 ohm 72R4740 12.60 

Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ 

@ST-PS Panasonic ST Series Relays 46F5665 2.42 
PIM_3669 

10A ULTRA-MINI PC BOARD POWER RELAYS Panasonic 


RoHS _ 

Compliant 

Available 
WG 


Js1 
ALS 


@ Universal terminal footprint 
@ High silver alloy contact capacity 


@ Max. switching power: 1,250VA 
@ Ambient temperature: -40°C to +70°C. 


> CONTINUED > 
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10A ULTRA-MINI PC BOARD POWER RELAYS (CONT.) 


Coil Contact Coil Price Each 

Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
SPDT, Solder 
@ JS1-5V-F 5 VDC 10A 69.4 ohm 30K6985 a 
@ JS1-12V-F 12 VDC 10A 400 ohm 27K6708 — 
@ JS1-24V-F 24 VDC 10A 1.6 kohm 27K6709 1.43 
SPDT, Solder, Class B insulation 
@ JS1-B-12V-F 12 VDC 10A 400 ohm 411N5125 1.40 
SPST-NO, Solder 
@ JS1A-12V-F 12 VDC 10A 400 ohm 27K6710 ay 
@ JS1A-24V-F 24 VDC 10A 1.6 kohm 27K6711 pany 
PIM_3676 
5-10A COMPACT PC BOARD RELAYS Panasonic 


RoHS 

Compliant 

Available 
WE 


Sealed relays with 8mm spacing between coil and contacts. Universal terminal footprint. High dielectric 
withstanding for transient protection: 10,000V surge in microseconds between coil and contact. Nominal 


operating power: 530mW. Silver alloy contacts are 70% nominal voltage sealed. UL recognized, CSA certified, 
TUV approved. 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
DPDT, Solder 
@ JW2SN-DC5V 5 VDC 5A 47 ohm 64K3159 2.15 
@ JW2SN-DC12V 12 VDC 5A 270 ohm 51F3944 2.48 
@ JW2SN-DC24V 24 VDC 5A 1.4 kohm 51F3945 3.24 
@ JW2SN-DC48V 48 VDC 5A 4.4 kohm 51F3946 3.89 
SPDT, Solder 
@ JW1FSN-DC5V 5 VDC 5A 47 ohm 51F3953 2.79 
@ JW1FSN-B-DC5V 5 VDC 5A 47 ohm 50B8984 2.35 
@ JW1FSN-DC12V 12 VDC 5A 270 ohm 64K3155 2.42 
@ JW1FSN-B-DC12V 12 VDC 5A 270 ohm 1007769 3.49 
@ JW1FSN-DC24V 24 VDC 5A 1.1 kohm 64K3156 i) 
@ JW1FSN-DC48V 48 VDC 5A 4.4 kohm 51F3958 2.96 
SPDT, Through Hole 
@ JW1FSN-DC9V 9 VDC 5A 155 ohm 3109310 = 
SPST-NO, Solder 
@ JW1AFSN-DC12V-F 12 VDC 5A 270 ohm 27K6712 1.43 
@ JW1AFSN-DC24V-F 24 VDC 5A 1.1 kohm 27K6713 3.39 
PIM_3677 
MINIATURE POWER PC BOARD RELAYS Panasonic 


@ High sensitivity: 190mW pick-up power 


© 0.300" (7.62) row spacing LS RoHS _ 

® Initial contact resistance: 30 milliohms S Compliant 
e 

e 


Available 
Contact material: gold flash over silver alloy 
Nominal operating power: 300mW. 3,000Vrms between AY @ 
contact and coil; 1,000Vrms between open contact 
Dimensions: 0.413"H x 0.795’W x 0.433’D 


J 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
DPST-NO, Solder 
@ DSP2A-DC5V 5 VDC 5A 83 ohm 64K3104 6.55 
@ DSP2A-DC12V 12 VDC 5A 480 ohm 99F7801 8.99 
@ DSP2A-L2-DC12V 12 VDC 5A 480 ohm 1005656 6.43 
@ DSP2A-DC24V 24 VDC 5A 1.92 kohm 52F9206 7.44 
@ DSP2A-L2-DC24V 24 VDC 5A 1.92 kohm 10C5657 6.43 
SPST, Solder 
@ DSP1A-DC12V 12 VDC 8A 480 ohm 64K3101 6.78 
SPST-NO, Solder 
@ DSP1A-DC5V 5 VDC 8A 83 ohm 50F4146 5.29 
@ DSP1A-DC24V 24 VDC 8A 1.92 kohm 64K3102 6.78 
SPST-NO, SPST-NC, Solder 
@ DSP1-DC5V-F 5 VDC 5A 83 ohm 86K9347 7.31 
@ DSP1-DC12V-F 12 VDC 5A 480 ohm 86K9345 7.23 
@ DSP1-L2-DC12V-F 12 VDC 5A 480 ohm 11N4554 = 
> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


RELAYS, SOLENOIDS & CONTACTORS 
POWER — GENERAL PURPOSE 


MINIATURE POWER PC BOARD RELAYS (CONT.) HE SERIES 48A, 30A, 20A POWER RELAYS / Panasonic 
Coil Contact Coil Price Each INVERTER RELAYS . 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ gratis Sienmen A \Y us 
eal for Solar inverter 
SPST-NO, SPST-NC, Solder © Contributes to energy saving in devices due to 
@ DSP1-DC24\V-F 24 VDC 5A 1.92 kohm 86K9346 7.65 reduced coil hold voltage or 
@ DSP1-L2-DC24V-F 24 VDC 5A 1.92 kohm 41N4557 6.19 @ High insulation resistance RoHS _ 
: © Conforms to various safety standards Sepeinpian 
Price Each © Compact size: (LxWxH) 33 38 x 36.3mm Available 
Mfg. Part No. Description Stock No. 1-1-9+ rpsalvenialt Peer 
@ DSP1A-PS Relay Socket 50F4152 2.64 te ee 
@ DSP1A-PSL2 Relay Socket 50F4153 3.02 © Contact gap: 2.5mm (.099") 
@ DSP2A-PS Relay Socket 50F4154 3.99 © Surge breakdown voltage: 10kV 
© Contact material: AgNi : 
PIM_3692 © Contact carrying power: 12,000VA © Operating power: 1,920mW 
© Insulation resistance: 1,000MO 
30A COMPACT POWER PC BOARD RELAYS 4 Coil Contact Coll erieslEachy 
: . , i . Panasonic Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
Ideal for use in automotive, air conditioners, heating and RoHS DPST-NO. ick C t 
ventilation and home applicances, JTN series compact Gap singin “NO, Quick Connec 
relays are available in contact arrangements: SPST-NO or Available @ HE2AN-Q-AC120V 120 VAC. 25A its 64K3150 20.21 
SPDT. Sealed PC board mount. Class F coil insulation. . @ HE2AN-Q-AC240V 240 VAC 25A 4006270 20.21 
Initial contact resistance: 50m0/20mO (max.). Contact AY @ DPST ane o: 
material: silver alloy. Minimum operating power: 400mW SRY, screw 
to 498mW. Nominal operating power: 800 to 809mW. TMP @ HE2AN-S-DC24V 24 VDC 25A 300 ohm 1006283 23.80 
Horta available; go online or call. UL recognized, CSA @ HE2AN-S-AC240V 240 VAC 25A 1006278 18.01 
certified. 
SPST-NO, Quick Connect 
@ HE1AN-DC12V 12 VDC 30A 75 ohm 64K3148 16.68 
Coil Contact Coil Price Each @ HE1AN-AC24V 24 VAC 30A a 90B7726 20.00 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ @ HE1AN-DC24V 24 VDC 30A 300 ohm 50B862 16.05 
SPDT, Solder @ HE1AN-Q-DC24V 24 VDC 30A 300 ohm 50B864 18.33 
@ JTN1S-PA-F-DC24V 24 VDC 20A 720 ohm | 50B878 = @ HE1AN-AC240V 240 VAC 30A 90B7724 19.22 
SPDT, Through Hole PIM_148562 
@ JTN1S-PA-F-DC12V 12 VDC 20A 180 ohm 64K3153 = 
SPST-NO, Quick Connect MAGNECRAFT 12-16A OCTAL PLUG-IN RELAYS H 
© JTNIAS-TMP-F-DCBV 5VDC 30A Stohm | _10C7607 = Schneider 
SPSTNO, Solder @ Electric 
@ JTN1AS-PA-F-DC12V 12 VDC 30A 180 ohm 83F6323 aa Sapiens isnt 
@ JTN1AS-PA-F-DC24V 24 VDC 30A 720 ohm 1007599 = Available 
PIM_56171 ). 
JQ SERIES POWER RELAYS Panasonic CALs 


© Contact configuration: SPST-NO, SPDT-NO 

© Contact current: 5A at 125VAC, 10A at 125VAC 
© Operating power: 200mW, 400mW 

e Ambient temperature: -40°C to +70°C. 


RoHS 
Compliant 
Available 


Full Featured Cover 


Plain Cover Hermetically Sealed Relay 


@ Flag indicator for relay status in manual or 
powered condition 

© ID tag for write-on surface 

© Dimensions: 1.4L x 1.4’W x 2.1"H 

© Operating temperature: -40°C to +55°C 

Hermetically Sealed Relay: 


Full Featured Cover: 

© Flag indicator for relay status in manual or 
powered condition 

@ LED lamp for coil “on” or “off” status 

@ Manual push button for operation of relay without 
coil power 


Coil Contact Coil | Price Each © Lock-down door holds contacts in operate position  @ Class 1, Division 2 certification for hazardous 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ Removable ID tag for write-on surface locations ‘ 
SPDT, Solder ) Dimensions: 1.4°Lx 1.4'W x 2.2°H ; ° Ideal for harsh environments , 
d © Operating temperature: -40°C to +55°C @ Dimensions: 1.44”L x 1.61’W x 2.1"H 
@ JQ1-12V-F 12 VDC 5A 360 ohm 11N5053 4.55 Plain Cover: © Operating temperature: -40°C to +55°C 
@ JQ1-24V-F 24 VDC 5A 1.44 kohm | 271600 os Sai contact Col Price Each 
@ JS1-B-24V-F 24 VDC 10A 1.6 kohm 11N5131 1.92 Mfg. Part No. Voltage Current Resistance Stock No. 1-194 
SPST-NO, Solder 3PDT, Quick Connect 
@ JQIA-24V-F 24 VDC 5A 2.88 kohm | 11N5074 —_ @ 750XCXH-24D 24V 12A 470 ohm 10M6499 eee 
PIM_197917 @ 750XCXRM4L-24A 24 VAC 10A 72 ohm 36X1971 62.23 
@ 750XCXRC-120A 120 VAC 10A 1.7 kohm 36X1969 35.51 
LA/ALA SERIES POWER RELAYS Panasonic @ 750XCXRM4L-120A 120 VAC 10A 1.7 kohm 36X1970 55.04 
© Contact configuration: DPST-NO DPDT, Quick Connect 
© Operating power: 530mW . Gepsinpian @ 750XBXH-12D 12V 12A 120 ohm 10M6480 136.72 
: Sean Chee Gio #70" Available “@ 750XBXRC-12D 12 VDC 10A 120 ohm 36x1950 | 28.51 
A @ @ 750XBXRMA4L-12D 12 VDC 10A 120 ohm 36X1965 37.35 
@ 750XBXRC-24A 24 VAC 10A 72 ohm 36X1961 33.03 
Coil Contact Coil | |Price Each =“ @ 750XBXRM4L-24A 24 VAC 10A 72 ohm 36X1967 33.56 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ @ 750XBXRC-24D 4 VDC 10A 470 ohm 36X1962 23.62 
DESTEND: Solder @ 750XBXRM4L-24D 24 VDC 10A 470 ohm 36X1968 37.66 
eArrl2 Jee ah 272. ohm [9289604 a @ 750XBXH-24D 24 VDC T2A 470 ohm 70me483_ | 151.10 
PIM_197913 @ 750XBXRC-110D 110 VDC 10A 7.3 kohm 36X1958 42.80 
@ 750XBXRM4L-110D 110 VDC 10A 7.3 kohm 36X1964 a 
@ 750XBXRC-120A 120 VAC 10A 1.7 kohm 36X1956 34.14 
@ 750XBXRM4L-120A 120 VAC 10A 1.7 kohm 36X1963 27.86 
@ 750XBXRM4L-240A 240 VAC 10A 6.8 kohm 36X1966 20.84 
Price Each 
Mfg. Part No. Description Stock No. 1-1-19+ 
@ 70-750EL11-1 11 Pin, Octal, Screw Terminal DIN / Pane! Mount, 3PDT 72J4083 18.77 
@ 70-750E11-1 11 Pin, Octal, Screw Terminal DIN / Panel Mount, 3PDT 72J4085 9.50 
> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 
POWER — GENERAL PURPOSE 


MAGNECRAFT 12-16A OCTAL PLUG-IN RELAYS (CONT.) 


Price Each 
Mfg. Part No. Description StockNo. | 1-1-19+ _ 

@ 70-465-1 11 Pin, Octal / DIN Panel Mount, 3PDT 10M6442 - 

@ 70-750DL11-1 11 Pins Relay Socket 29M8622 14.35 

@ 70-750EL8-1 8 Pin, Octal, Screw Terminal DIN / Panel Mount, DPDT 7234084 11.90 

@ 70-750E8-1 8 Pin, Octal, Screw Terminal DIN / Panel Mount, DPDT 7234086 9.41 

@ 70-464-1 8 Pin, Octal / DIN Panel Mount, DPDT 10M6441 8.45 

@ 70-750DL8-1 8 Pins Relay Socket 19M0188 14.92 
PIM_72356 


MAGNECRAFT 3A-15A MINIATURE POWER RELAYS Schneider 


G@eElectric 


ba ed RoHS _ 
— Ose 
\ Gc. MO). 


Plain Cover 


Full Featured Cover 


Full Featured Cover: 

@ Flag indicator for relay status in manual or 
powered condition 

@ LED lamp for coil “on” or “off” status 

@ Pushbutton for manual operation of relay without 
need for coil power 


Hermetically Sealed Relay 


© Dimensions: 1.40H x 1.06W x 0.83’D 

@ Flag indicator for relay status in manual or 
powered condition 

© Plastic i.d. tag/write label 

© Operating temperature: -40°C to +70°C 

Hermetically Sealed Relay: 


@ Lock-down door when activated to hold pushbutton 
and contacts in operate position 
@ ID tag for write-on surface 


@ Class 1, Division 2 certification for hazardous 
locations 
@ Ideal for harsh environments 


© Dimensions: 1.54"H x 1.06"W x 0.83"D 
© Operating Temperature: -40°C to +70°C 


© Dimensions: 1.28"H x 0.91"W x 1.16"D 
© Operating temperature: -40°C to +70°C 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MAGNECRAFT 781R SERIES 15A SPDT MINIATURE RELAYS (CONT.) 


@ Flag indicator for manual vs. powered condition @ Write-on ID tag 
@ LED indicator for coil ON vs. OFF status @ Plug-in socket mount termination 
@ Pushbutton for manual operation @ Removable lock-down door 


Contact rating: 15A up to 277VAC, 28VDC. Operating temperature: -45°C to +70°C. Dimensions: 1.08"L x 


0.55"W x 1.52”H. Polycarbonate dust cover. Mates with 70-781D5-1A screw terminal finger-safe socket. UL 
oe file no. E43641, CSA certified file no. 97899. PC board mount versions also available; go online 
Coil Contact Coil | Price Each_ 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
SPDT, Quick Connect 
@ 781XAXRMA4L-12D 12 VDC 15A 188 ohm 36X1972 16.44 
@ 781XAXRMA4L-24A 24 VAC 15A 180 ohm 36X1974 13.68 
@ 781XAXRMA4L-24D 24 VDC 15A 750 ohm 36X1975 11.91 
@ 781XAXRMA4L-120A 120 VAC 20A 4.43 kohm 36X1973 15.33 
@ 781XAXRMA4L-240A 240 VAC 15A 15.72 kohm 36X1976 16.35 
PIM_57671 


MAGNECRAFT 792 SERIES GENERAL PURPOSE 


nee Schneider 


& Electric 
Spite ; 

Compliant 

Available 


The 792 Plug-in Control relays offer clear or full-feature covers with multiple mounting options and accessories; 
4PDT models save valuable space while adding increased functionality. 


Plain Cover: Coil Contact Coil Price Each 
All relays below are UL listed when used with a Magnecraft socket. Mfg. Part No. Voltage Current Resistance Stock No. 4-9+ 
Coil Contact Coil Price Each 4PDT, Quick Connect 
Mfg. Part No. Voltage Current Resistance Stock No. 1-19+ @ 792XDX3C-12D 12 VDC 3A 160 ohm 86X1732 19.61 
4PDT, Quick Connect @ 792XDXM4L-12D 12 VDC 6A 160 ohm 86X1726 18.25 
@ 782XDXH10-12D 12 VDC 3A 160 ohm 10M6533 148.42 @ 792XDX3C-24A 24 VAC 3A 177 ohm 86X1734 18.18 
@ 782XDXH21-12D 12 VDC 5A 160 ohm 18M9800 159.52 @ 792XDX3M4L-24D 24 VDC 3A 640 ohm 86X1741 21.43 
@ 782XDXH10-24D 24 VDC 3A 650 ohm 10M6536 135.51 @ 792XDX3C-24D 24 VDC 3A 640 ohm 86X1735 17.45 
@ 782XDXH21-24D 24 VDC 5A 650 ohm 10M9740 140.93 @ 792XDXC-24D 24.VDC 6A 640 ohm 86X1723 15.90 
@ 782XDXH10-120A 120 VAC 3A 4.43 kohm 10M6531 170.52 @ 792XDXM4L-110D 110 VDC 6A 13.44 kohm 86X1725 38.29 
@ 782XDXH21-120A 120 VAC 5A 4.43 kohm 10M6538 178.59 @ 792XDX3M4L-120A 120 VAC 3A 3.63 kohm 86X1739 29.81 
DPDT, Quick Connect @ 792XDX3C-120A 120 VAC 3A 3.63 kohm 86X1733 24.78 
@ 782XBXM4L-24A 24 VAC 12A 180 ohm 10M6527 17.75 @ 792XDXM4L-120A 120 VAC 6A 3.63 kohm 86X1727 16.91 
@ 782XBXC-24A 24 VAC 12A 180 ohm 10M6520 19.35 @ 792XDXC-120A 120 VAC 6A 3.63 kohm 86X1721 15.83 
DPDT, Quick Connect, Clear cover DPDT, Quick Connect 
@ 782XBXC-12D 12 VDC 12A 160 ohm 72J4396 19.20 @ 792XBXM4L-12D 12 VDC 12A 160 ohm 86X1715 31.05 
DPDT, Quick Connect, Clear Cover @ 792XBXM4L-24A 24 VAC 12A 177 ohm 86X1717 27.42 
@ 782XBXC-24D 24 VDC 12A 650 ohm 7234399 16.27 @ 792XBXM4L-24D 24VDC 12A 640 ohm 86X1718 18.77 
@ 782XBXC-120A 120 VAC 12A 4.43 kohm 16M1128 18.91 @ 792XBXM4L-120A 420 VAC 412A 3.63 kohm 86X1716 47.80 
DPDT, Quick Connect, Locking push button & LED PIM_ 5465868 
@ 782XBXM4L-12D 12 VDC 12A 160 ohm 1801606 15.59 
DPDT, Quick Connect, locking push button & LED é 
@ 782XBXM4L-24D 24 VDC 12A 650 ohm 10M6528 15.84 MACHECRART ASHEN DUTY POWER RELAYS Sch neide r 
@ 782XBXM4L-120A 120 VAC 12A 4.43 kohm 10M6525 18.44 & Electric 
@ 782XBXM4L-240A 240 VAC 12A 15.72 kohm 10M6529 26.35 
DPDT, Solder De & 
@ 782XBXCT-120A 120 VAC 12A 4.43 kohm 10M6522 25.10 C € 
Price Each 
Mfg. Part No. Description Stock No. 1-1-19+ 
@ 70-782EL11-1 11 Pin, Screw Terminal DIN / Panel Mount, 3PDT 30M2639 12.28 
@ 70-782EL14-1 14 Pin, Screw Terminal DIN / Panel Mount, 4PDT 69K5578 A124 
© 70-782D8-1A 8 Pins Relay Socket 46P3715 9.49 SPDr SESENO (DM) 
PIM_60279 DEOL 
5/16” (7.95) diameter, silver alloy gold-flashed contacts are rated at 40A at 300VAC/28VDC. Magnetic blowout 
versions rated up to 20A at 110VDC (SPDT-DM only); 10A at 110VDC (double through). All versions are rated 
e 
MAGNECRAFT 781R SERIES 15A SPOT MINIATURE Sey @ider steer oven conics 1500; teveen mutual insuaed conductive ements: 2200. Conbinaton stem 
& E | ectric terminals. Molded phenolic base. UL listed File No. E43641, CSA certified file no. 168986, CE compliant. 
i i Price Each 
“= Wa @ Mfg. Part No. Voltage cared hi ae Stock No. 1-19+ 
DPDT, Screw 
C € @ 199X-12 12 VDC 40A 70 ohm 56F641 79.73 
199AX-13 24 VAC 40A 12 ohm 28F1617 111.15 
199X-13 24 VDC 40A 290 ohm 56F973 65.18 
199X-14 110 VDC 40A 6 kohm 56F974 107.68 
@ 199BX-14 110 VDC 40A 6 kohm 70B3223 113.62 
199ABX-14 120 VAC 40A 290 ohm 70B3279 98.42 
> CONTINUED > > CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


POWER — GENERAL PURPOSE 


MAGNECRAFT 40A HEAVY-DUTY POWER RELAYS (CONT.) RSL SERIES SLIM INTERFACE PLUG-IN RELAYS Schneider 
Coil Contact Coil Price Each G@eElectric 
Mfg. Part No. Voltage Current Resistance Stock No. 1-19+ 
DPDT, Screw Soper 
199AX-14 120 VAC 40A 290 ohm 56F971 80.22 Available 
199AX-15 240 VAC 40A 1.2 kohm 56F972 105.22 ® G 
DPST-NO, Screw 
199X-8 24 VDC 40A 290 ohm 56F952 88.59 
@ 199AX-9 120 VAC 40A 290 ohm 56F950 87.41 
199AX-10 240 VAC 40A 1.2 kohm 56F951 87.84 
SPDT, Screw 
199X-2 12 VDC 40A 70 ohm 56F957 66.12 Ganiack caniciraton:seoe Seeaitsl 
© Contact configuration: its socket 
199X-3 2aNDC AA 290 ohm zeniGis 19.17 © Contact rating: 6A ® Sockets: wire connection by screw connector or 
199AX-4 120 VAC 40A 290 ohm 56F955 99.51 © Space-saving 6mm width spring terminals. 
SPST-NO, Screw © Wide coil voltage range: 6 to 300V © All sockets have a built-in protection circuit and an 
© Sensitive coil 170 mW LED indicator 
199DX-2 12vDC 404 70 ohm drat 91.69 ® Retention lever for easy removal of the relay from  @ Wide range of operating voltages from 12 to 230 V 
199DX-3 24 VDC 40A 290 ohm 47F1105 47.42 Call : ra Price Each 
oi ‘ontact oi 
199ADX-4 120 VAC 404 290 ohm SrrNMOS 70.11 Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
PIM_4028 SPDT, Quick Connect 
@ RSL1AB4BD 24 VDC 6A 3.39 kohm 5611733 14.56 
MAGNECRAFT 10A SQUARE BASE PLUG-IN Schneider @ RSLIPRBU 24 VDC 6A 3.39 kohm 5274865 24.35 
RELAYS & Electric @ RSL1PVBU 24 VDC 6A 3.39 kohm 85R3418 25.55 
@ RSL1PVFU 60 VDC 6A 20.5 kohm 5274868 27.19 
Geesinpiat @ RSL1PVPU 60 VDC 6A 20.5 kohm 5274869 28.94 
Avaliable “SPDT, Screw 
MO). @ @ RSLIPVJU 12 VDC 6A 848 ohm 85R3419 21.94 
@ RSL1PVEU 48 VDC 6A 10.6 kohm 5274867 24.77 
SPDT, Solder 
@ RSL1AB4ED 48 VDC 6A 10.6 kohm 5671734 = 
@ RSL1AB4ND 60 VDC 6A 20.5 kohm 5611736 14.91 
SPDT, Spring Clamp 
Blain Cover Fil satared Cover: @ RSL1PRJU 12 VDC 6A 848 ohm 5613483 19.07 
© 10A (1.45°L x 1.37°W x 2.75°H); Full (1.4°L x 1.53°W @ RSL1PREU 48 VDC 6A 10.6 kohm 5673482 = 
© Accepts 3/16” Q.C. terminals x 2.1"H) @ RSL1PRFU 60 VDC 6A 20.5 kohm 5274866 26.40 
© Top flange cover and PC terminals available @ ULlisted when used wit 70-788EL11-1, 70-463-1, @ RSL1PRPU 60 VDC 6A 20.5 kohm 5673484 26.56 
@ Flag indicator standard on all 70-178-1 a 
@ Full featured relays feature an LED lamp, @ UL recognized file no. E43641, CSA certified file Price Each 
: ee cee et oe se san no. 168986, CE compliant Mfg. Part No. Description Stock No. 4-1-4+ 
lmensions: Plain (1.4°L x 1.37W x 1,9°H); Flange _ RSLZ2 Bus Jumper 5274862 573 
Coil Contact Coil Price Each RSLZ3 Butterfly Isolator 5274863 6.41 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ RSLZ5 ID Tag, Clip-In Type 5274864 6.80 
3PDT, Quick Connect, Clear cote — “ah — RSLZRA1 Relay Socket 5274859 11.18 
@ 788XCXRC-12D ca a - ~ m saxiene 33.78 RSLZVA1 Relay Socket 5274860 13.59 
Si(EEKOARG eA oa On aN = —- ears) RSLZVA2 Relay Socket 5274861 = 
W7EBXCARG 240 AS On = < - —_.. pubs RSLZRA2 Relay Socket 5613477 = 
SEXO ARE IZOR : =oneim 28) RSLZRA3 Relay Socket 5613478 11.93 
3PDT, Quick Connect, Locking Push Button and LED 
RSLZRA4 Relay Socket 5673479 25.87 
@ 788XCXRM4L-12D 12 VDC 10A 120 ohm 36X1992 45.39 
RSLZVA3 Relay Socket 5673480 27.48 
@ 788XCXRM4L-24A 24 VAC 10A 72 ohm 36X1994 54.15 
RSLZVA4 Relay Socket 5673481 17.35 
@ 788XCXRM4L-24D 24 VDC 10A 470 ohm 36X1995 65.77 PIM 203717 
@ 788XCXRM4L-110D 110 VDC 10A 7.3 kohm 36X1991 45.21 = 
@ 788XCXRM4L-120A 120 VAC 10A 1.7 kohm 36X1993 38.56 . 
DPOT Gulck Connect Clear Cover MAGNECRAFT 92 SERIES 30A POWERRELAYS Gchneider 
@ 788XBXRC-12D 12 VDC 10A 420 ohm 36X1978 27.89 ® Class F coil insulation , 
° : © 2HP switching capability & Electric 
@ 788XBXRC-24D 24 VDC 10A 470 ohm 36X1980 42.25 © Epoxy sealed package RoHS 
@ 788XBXRC-110D 110 VDC 10A 7.3 kohm 36X1977 35.62 30A switching, NC contacts rated 3A. Flange mount has Sepiimiiant 
5 1/4” QC terminals. Mechanical life: 5 million operations. 
SS TOEXEARE 1208 T2ONAG 10A U7 koh SMe) || dz6F7 Dimensions: 2.70L x 1.36W x 1.10°H, DIN/flange mount. a) C 
DPDT, Quick Connect, Flange Cover UL listed, File No. £43641. Additional AC and DC voltages 
@ 788XBXRC1-12D 12 VDC 10A 120 ohm 36X1981 27.91 available; go online or call. 
@ 788XBXRC1-120A 120 VAC 10A 1.7 kohm 36X1982 25.71 
DPDT, Quick Connect, Locking Push Button and LED 
@ 788XBXRM4L-24A 24 VAC 10A 72 ohm 36X1984 32.76 Flange / DIN’ Mount 
@ 788XBXRM4L-24D 24 VDC 10A 470 ohm 36X1985 31.79 Coil Contact Coil Price Each 
DPDT, Quick Connect, Magnetic blowout (Clear Cover Only) Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
@ 788XBXR69C-24D 24 VDC 3A 470 ohm 36X1986 37.24 DPDT, Quick Connect 
PiMcataee @ 92811D22D-12 12 VDC 30A 86 ohm 45P2976 22.73 
_ @ 92811D22D-24 24 VDC 30A 1.6 kohm 71J8920 21.10 
@ 92S11A22D-120 120 VAC 30A 1.6 kohm 10M6366 22.22 
Your DPST-NO, Quick Connect 
7 EDUCATION Z RESEARCH @ 92S7D22D-12 12 VDC 30A 86 ohm 45P2957 17.41 
DEVELOPMENT & MAKERS & DESIGN - @ 92S7D22D-24 24 VDC 30A 350 ohm 45P2958 17.55 
DISTRIBUTOR : Saas 
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RELAYS, SOLENOIDS & CONTACTORS 
POWER — GENERAL PURPOSE 


MAGNECRAFT 9A SERIES 30A GENERAL PURPOSE Schneider 


POWER RELAYS @ Electric 
so] 


RoHS _ 
Compliant 
Available 


i SPOT 
, ‘ 
16-9ADIN-1 

SPST-N.O. 


Class 9A flange mount relays are epoxy sealed. SPST-NO versions are rated 30A @ 240VAC/28VDC. SPDT 
versions are rated 30A (N.O.) and 15A (N.C.). Class F insulation is standard. Terminals are 1/4” Q.C. Contact 
material: silver-cadmium oxide. Life expectancy: 10 million mechanical operations. Dimensions: 1.98L x 1.08W 
x 1.10"H. UL recognized, File No. £43641. 


Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-19+ 
SPDT, Quick Connect 
9AS5D52-5 5 VDC 30A 25 ohm 91F6495 11.44 
@ 9AS5D52-12 12 VDC 30A 144 ohm 91F6496 11.43 
9AS5D52-24 24 VDC 30A 576 ohm 09B8512 es 
9AS5A52-120 120 VAC 30A 3 kohm 32C2652 = 
SPST-NO, Quick Connect 
9AS1D52-5 5 VDC 30A 25 ohm 91F6493 11.51 
@ 9AS1D52-12 12 VDC 30A 144 ohm 91F6494 10.85 
9AS1A52-120 120 VAC 30A 3 kohm 74C3189 14.22 
Price Each 
Mfg. Part No. Description Stock No. 1-1-19+ 
@ 16-9ADIN-1 Magnecraft W9A Power Relays 8303058 2.49 
PIM_12441 
ZELIO® PLUG-IN RELAYS RPF SERIES H 
Features: Schneider 


@ Electric 

SB ; 
Compliant 
Available 


@ 2/0 or 2 N/O contacts 

© Four or six input/output, flat pins 

© Two coil flat pins 

@ DIN track mountable 

Specifications: 

@ Thermal current: 30A 

© Switching voltage: 250VAC 

@ Max. switching capacity: 7200VA 

© Operating temperature: -40°F to 131°F 


Coil Contact Coil Price Each 

Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ 
DPDT, Quick Connect 
@ RPF2BJD 12 VDC 30A 86 ohm 33M9791 14.55 
@ RPF2BB7 24 VAC 30A 250 ohm 13M2727 20.48 
@ RPF2BBD 24 VDC 30A 350 ohm 13M2726 20.20 
@ RPF2BF7 120 VAC 30A 1.6 kohm 13M2728 21.12 
@ RPF2BP7 230 VAC 30A 6.5 kohm 13M2729 23.82 
DPST, Quick Connect 
@ RPF2AB7 24 VAC 30A 250 ohm 13M2724 19.69 
DPST-NO, Quick Connect 
@ RPF2AJD 12 VDC 30A 86 ohm 33M9788 20.53 
@ RPF2ABD 24 VDC 30A 350 ohm 13M2723 20.44 
@ RPF2AF7 120 VAC 30A 1.6 kohm 13M2725 19.56 
@ RPF2AP7 230 VAC 30A 6.5 kohm 33M9789 19.32 
PIM_105286 
ZELIO® PLUG-IN RELAYS RPM SERIES + 
Features: Schneider 


& Electric 
RoHS 

Gee einai 
Available 


@ Mechanical “relay status” indicator 

@ Pilot light option available 

@ Manual operator 

@ Built-in marking area 

Specifications: 

© Thermal current: 15A 

© Switching voltage: 250VAC 

@ Max. switching capacity: 3750VA 

© Operating temperature: -40°F to 131°F 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


ZELIO® PLUG-IN RELAYS RPM SERIES (CONT.) 


Coil Contact Coil Price Each 

Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
DPDT, Quick Connect 
@ RPM22JD 12 VDC 15A 160 ohm 13M2743 12.89 
@ RPM21B7 24 VAC 15A 180 ohm 13M2737 11.61 
@ RPM22B7 24 VAC 15A 180 ohm 13M2741 13.29 
@ RPM21BD 24 VDC 15A 650 ohm 13M2736 (ele 
@ RPM22BD 24 VDC 15A 650 ohm 13M2740 12.83 
@ RPM21F7 120 VAC 15A 4.43 kohm 13M2738 742 
@ RPM22F7 120 VAC 15A 4.43 kohm 13M2742 12.71 
SPDT, Quick Connect 
@ RPM11B7 24 VAC 15A 160 ohm 13M2731 8.96 
@ RPM12B7 24 VAC 15A 160 ohm 33M9796 9.23 
@ RPM11BD 24 VDC 15A 750 ohm 13M2730 8.99 
@ RPM12BD 24 VDC 15A 750 ohm 13M2734 10.86 
@ RPM11F7 120 VAC 15A 4.43 kohm 13M2732 9.44 
@ RPM12F7 120 VAC 15A 4.43 kohm 13M2735 10.56 

Price Each 
Mfg. Part No. Stock No. | 4-1-4+ 

@ RPZF1 13M2753 8.60 
@ RPZF2 13M2754 13.09 
@ RPZF4 13M2756 11.97 
@ RUW241P7 13M2805 4.03 
@ RXMO040W 13M2822 = 
@ RUW101MW 20K2758 80.89 
PIM_105284 


MAGNECRAFT RELAY ° ° 
SOCKET USAGE GUIDE ¢WAMus C € G Schneider 


q 


A, 


70-750D8-1 


70-783D11-1 


70-750DL8-1 


70-782D14-1 
70-750DL11-1 


70-782EL8-1 


Mfg. part no. 70-124-1 sockets have solder terminals, while mfg. part no. 70-124-2 sockets have quick-connect 
terminals. Mfg. part no. 70-178-1 sockets have printed circuit terminals with mounting tabs; mfg. part no. 70- 
178-2 is without mounting tabs. Mfg. part no. 70750E11-1 is a economical 11-pin socket with rising elevator 
box terminals mates with mfg. part no. 750XCX and 750XCXH relays. For rating, dimensional information and 
volume pricing, go online or call. 


Price Each 
Mfg. Part No. Length Stock No. | 119% 
@ 16-700DIN 1000mm 26H2340 14.58 
For Use Price Each 
Mfg. Part No. Type With Stock No.| 1-1-4194 _ 
@ 16-1351 Hold Down Clip | Magnecraft Panel & Printed Circuit Sockets | 69H8500 = 
@ 70-750EL11-1 Relay Socket Magnecraft 750 Series Relays 7234083 18.77 
@ 70-750E11-1 Relay Socket Magnecraft 750 Series Relays 72J4085 9.50 
@ 70-170-1 Relay Socke' Magnecraft 750 Series Relays 10M6426 | 48.81 
@ 70-465-1 Relay Socket Magnecraft 750 Series Relays 10M6442 = 
@ 70-463-1 Relay Socke' Magnecraft 788 Series Relays 10M6440 9.91 
@ 70-782EL11-1 Ice Cube Socket Magnecraft 782 Series Relays 30M2639 12.28 
@ 70-788EL11-1 Relay Socke' Magnecraft 788 Series Relays 14M6823 | 11.69 


@ 70-124-2 Relay Socket Magnecraft 788 Series Relays 16M3420 6.48 
@ 70-178-1 Relay Socke' Magnecraft 788 Series Relays 18M9798 3.58 
@ 70-379-1 Relay Socket Magnecraft 782 Series Relays 10M6435 3.69 
@ 70-461-1 Relay Socke' Magnecraft 782 Series Relays 10M6439 | 11.37 
@ 70-782E14-1 Relay Socke' Magnecraft 782 Series Relays 30M2640 | 12.03 
@ 70-782D14-1 Relay Socke' Magnecraft 782 Series Relays 69K5576 9.35 
@ 70-782EL14-1| | Ice Cube Socket Magnecraft 782 Series Relays 69K5578 12.11 


Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
4PDT, Quick Connect 
@ RPM41BD 24 VDC 15A 388 ohm 13M2749 18.59 
> CONTINUED > 


912 


@ 70-378-1 Relay Socket Magnecraft 782 Series Relays 10M6434 5.02 
@ 70-781T-1 Relay Socke Magnecraft 781 Series Relays 10M6447 5.18 
@ 70-750EL8-1 Relay Socke Magnecraft 750 Series Relays 7234084 11.90 
@ 70-750E8-1 Relay Socket Magnecraft 750 Series Relays 7234086 9.41 
@ 70-169-1 Relay Socke Magnecraft 750 Series Relays 10M6425| 11.56 
> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


MAGNECRAFT RELAY SOCKET USAGE GUIDE (CONT.) 


For Use Price Each 
Mfg. Part No. Type With Stock No.| 1-1-19+ 
@ 70-464-1 Relay Socket Magnecraft 750 Series Relays | 10M6441 8.45 
@ 70-402-1 Relay Socket Magnecraft 782 Series Relays | 10M6436 3.04 
@ 70-459-1 Relay Socket Magnecraft 782 Series Relays | 10M6437| 12.90 
@ 70-782EL8-1 ice Cube Socket Magnecraft 782 Series Relays | 69K5579 9.50 
@ 70-401-1 Relay Socket Magnecraft 782 Series Relays | 97C6632 4.30 
@ 16-750/788FT-1 Write On Plastic ID Tag | Magnecraft 70-750E8-1, 70-| 69K4364 0.50 
750E11-1, 70-750EL8-1, 70- 
750EL11-1, 70-788EL11-1 
Sockets 
@ 16-700ST-1 Write On Plastic ID Tag |} Magnecraft 70-782D14-1, | 69K4362 24.99 
70-782EL8-1,  70-782EL11-1, 
70-782EL14-1, 70-782E14-1 
Sockets 
@ 16-782FT-1 Write On Plastic ID Tag | Magnecraft 70-782EL8-1, 70-| 69K4366 0.45 
782EL11-1, 70-782EL14-1, 70- 
782E14-1 Sockets 
@ 16-750/788CBJ-1 Coil Bus Jumper | Magnecraft 70-750DL11-1, 70-) 69K4363 1.16 
750EL8-1, 70-750EL11-1, & 70- 
788EL11-1 Sockets 
@ 16-782CBJ-1 Coil Bus Jumper Magnecraft 70-782EL8-1, 70-| 69K4365 1.00 
782EL11-1, 70-782EL14-1 
Sockets 


PIM_84574 


10A INDUSTRIAL RELAYS 


© 10A carry / 30A make 


© Seismic qualified integral hold-down clip 


@ Multiple / Custom contact configurations up to @ Nuclear versions available 
6 pole © Continuous duty rated 
© Blowout magnets available for DC switching 
UL listed when used with mating sockets 27390(D) for 12 pin or 33377(D) for 14 pin. 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
4PDT, Quick Connect 
219XDXPLM-120VAC 120 VAC 10A 540 ohm 70B3891 316.42 
219XDXP-120VAC 120 VAC 10A 540 ohm 60F3053 271.07 
219XDXP-115/125VDC 125 VDC 10A 6.2 kohm 69H8832 317.05 
4PST-NO, DPST-NC, Quick Connect 
219DXBP-120VAC 120 VAC 10A 540 ohm 60F3055 287.94 
219DXBPLM-120VAC 120 VAC 10A 540 ohm 90F1403 230.71 
6PST-NO, Quick Connect 
219FXXP-120VAC 120 VAC 10A 540 ohm 60F3054 231.33 
DPDT, DPST-NO, Quick Connect 
219BBXP-24VDC 24 VDC 10A 250 ohm 93K6399 325.42 
219BBXPLM-120VAC 120 VAC 10A 540 ohm 94F1906 229.62 
219BBXPL-120VAC 120 VAC 10A 540 ohm 60F3194 319.15 
219BBXP 120VAC 120 VAC 10A 540 ohm 60F3103 147.97 
219BBXP-115/125VDC 125 VDC 10A 6.2 kohm 60F3105 194.03 
DPDT, Quick Connect 
219XBXP-120VAC 120 VAC 10A 540 ohm 64K0659 237.16 
219XBXPLM-115/125VDC 125 VDC 10A 6.2 kohm 90F1402 330.59 
219XBXP-115/125VDC 125 VDC 10A 6.2 kohm 69H8830 256.65 
DPST-NO, DPST-NC, Quick Connect 
219ABAPL-120VAC 120 VAC 10A 540 ohm 60F3193 259.75 
219ABAP-120VAC 120 VAC 10A 540 ohm 60F3106 265.38 
219ABAP-115/125VDC 125 VDC 10A 6.2 kohm 60F3108 282.88 
Price Each 
Mfg. Part No. Description Stock No.| 1-1-24+ 
27390D 12 Pin socket DIN / panel mount, with fingersafe non- | 69H8902 21.38 
removable screw terminals and clamping plates 
33377D 219 SOCKET | 14 Pin socket DIN / panel mount, with fingersafe non- | 69H9061 ee 
removable screw terminals and clamping plates 
PIM_4039 


1.800.463.9275 © newark.com 


INDUSTRIAL SEQUENCING 


(STEPPER) RELAYS 


@ SArated DPDT contacts 


@ Transfer-on-energize or transfer-on-release 


RELAYS, SOLENOIDS & CONTACTORS 


POWER — GENERAL PURPOSE 


@ Seismic qualified integral hold-down clip 
@ 5 million operations - mechanical 


available @ Encapsulated coil 
@ Custom cam sequences available (up to 8 steps) 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
DPDT, Quick Connect, When Coil is De-energized 
1112013E 120 VAC 5A 540 ohm 29F2874 514.93 
DPDT, Quick Connect, When Coil is Energized 
A311XBXP-120VAC 120 VAC 5A 540 ohm 29F2873 407.51 
Price Each 
Mfg. Part No. Description Stock No.| 1-1-24+ 
27390 42 Pin panel mount socket with removable screws 60F3117 21.69 
27390D 12 Pin socket DIN / panel mount, with fingersafe non-removable | 69H8902 21.38 
screw terminals and clamping plates 
PIM_4038 
25A POWER RELAYS 


4 


STRUTHERS-DUNN 


© AC or DC operation up 480V 
@ 4PDT contacts 
@ 100,000 cycles @ load 


moveable arm at 120 or 240VAC single phase. Mount by one front key hole and two rear channel 


35D203 


© 35A @ 277VAC 
@ 20A @ 30VDC 
© Screw terminations standard, QC available 


Screw-terminal units have silver-cadmium oxide contacts rated 25A at 277VAC, 50/60Hz resistive, or 1HP per 


slots for 8-32 


screws on 2 x 2.5” (50.80 x 63.50) triangular centers. Plastic and metal covers available. Dimensions: 2.657L 
x 3.394W x 2.719°H. UL listed file no. E22575, CSA certified file no. 15374. Covered versions also available, 


go online or call. 


Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
4PDT, Screw 
PM-17DY-12 12 VDC 35A 33 ohm 24F1427 177.15 
PM-17AY-24 24 VAC 35A 5 ohm 24F1432 169.21 
PM-17DY-24 24 VDC 35A 132 ohm 24F1428 134.04 
PM-17DY-110 110 VDC 35A 2.76 kohm 24F1429 145.43 
PM-17AY-120 120 VAC 35A 120 ohm 24F1433 427.31 
PM-17AY-240 240 VAC 35A 587 ohm 24F1434 139.04 
Price Each 
Mfg. Part No. Description Stock No. | 1-1-24+ 
35D203 Dust Cover 57F3460 9.93 
PIM_37873 
SOCKETS 


8-Pin Octal 


11-Pin Octal 


& Newark 


11-Pin 


Square 


RoHS _ 
Compliant 
Available 


> CONTINUED > 


elementiu 
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RELAYS, SOLENOIDS & CONTACTORS @ Indicates RoHS Compliant 4] Find Datasheets Online 


POWER — GENERAL PURPOSE 


SOCKETS (CONT.) SCHRACK 6A SNR SERIES SLIM LINE PCB RELAYS (CONT.) 
No. of Price Each @ V23092-A1024-A302 24 VDC 6A 3.39 kohm 35R0328 10.54 
Mfg. Part No. Pins Stock No. 1-24+ PIM_94463 
DIN Rail, Panel, Screw 
@ SK-CIR8-DS 8 Pins 88K2865 8.61 
@ SK-CIR11-DS 11 Pins 88K2864 16.67 ere RELAYS 
@ SK-SQB11-DS 11 Pins 88K2868 19.39 © Temperature Range: -70°C to +125°C 
PIM_88709 © Altitude: 80,000 feet 
7 © Sinusoidal Vibration: 10 g/5 to 1000 Hz AUTHORIZED DISTRIBUTOR 
@ Shock: 50 g/11 ms 
12 & 14PIN INDUSTRIAL RELAY SOCKETS Electrical: 


@ Dielectric Strength at Sea Level: Coil to Case: 
1250 Vrms, All Other Points: 1500 Vrms 

@ Dielectric Strength at 80,000 ft (25,000 m): 500 
Vrms (all points) 

@ Insulation Resistance at 500 Vdc: Initial: 100 MQ 
min. After Life or Environmental Test: 50 MQ min. 

© Contact Voltage Drop at Nominal Current: Initial 
Value: 150 mV max. After Life: 175 mV max. 


Operational: : : oars 
© Operate Time at Nominal Voltage: AC: 25 ms max. _® Release Time at Nominal Voltage: AC: 50 ms max. 
: DC: 10 ms max. 
DC: 20 ms max. z . 
27390 © Bounce Time at Nominal Voltage: 2 ms max. 
AISQ0D ; : FC-325 Series relays from TE Connectivity (TE) are hermetically sealed devices designed for harsh inductive, 
© Rated 10A at 300V © Finger safe non-removable screws ("D" versions) motor, and lamp load applications in aerospace, defense, and marine markets. Configured as a 3PST/NO (DM), 
© Single level wiring © Removable screws for ring terminals (Non “D" the double make/break contact design of the Cll FC-325 Series relays offer higher capability than comparable 
© Polarized ; versions) , : relays in the market. It shares the load across two contact sets, resulting in less wear and tear on the relay. 
© DIN or panel mount (“D” versions) @ Panel mounting (Non “D” versions) This provides stable performance and extends the relay's life. The relay's all welded design creates a reliable 
Industrial sockets have front-connected wiring on one level with screw terminals. Mating relays have locking clip alternative to similar solder sealed relays in the market. 
that snaps into socket. Dimensions for 27390: 2.65L x 2.18W x 0.78"H; 33377: 3.10L x 2.18W x 0.78"H. Sockets Coil Contact Coil Price Each 
fit 219, 236, 237, B255, A311 series relays; sold separately; go online or call. UL listed when used with 219 and Mfa. Part N Vv fe Gan ef Resi “ Stock N. lame real 
B255 series relays; otherwise UL recognized file no. E70550. ig: Fart NO. ead’ Uren esistance BENNG: 
qi 3PST-NO-DM, Screw 
No.of eed F 28 VDC 25A 0.16 oh B1Y5402 
Mfg. Part No. Pins Stock No. 1-244 poeneo ac = 
Panel, Screw, 12 Pin panel mount socket with removable screws deca zeNDE ds psohm BivSi0 MORO 
27390 12 Pins 60F3117 21.69 C256 115 VAC 25A ae 81Y5403 1135.13 
Panel, Screw, 12 Pin socket DIN / panel mount, with fingersafe non-removable screw FC-325-4 115 VAG 25 A = GNI = 
terminals and clamping plates 3PST-NO-DM, Solder Hook 
27390D 12 Pins 69H8902 21.38 FC-325-2 28 VDC 25A 0.16 ohm 81Y5400 750.30 
Panel, Screw, 14 Pin socket DIN / panel mount, with fingersafe non-removable screw FC-325-7 28 VDC 25A 0.16 ohm 81Y5751 — 
terminals and clamping plates FC-325-1 115 VAC 25A r 81Y5399 935.52 
33377D 219 SOCKET 14 Pins 69H9061 — FC-325-3 415 VAC 5A 81Y5401 may 


PIM_31684 PIM_5575961 


TYCO ELECTRONICS - POWER RELAYS 


= 
od 


KILOVAC 8A - 25A POWER RELAYS 


=TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


AUTHORIZED DISTRIBUTOR 


5 
Se 
Coil Contact Coil Price Each SeaaaHes 
Mfg. Part No. Voltage Current Resistance Stock No. 1-2499+ © SPDT contacts @ Max. isolation voltage: 8000VDC 
SPDT, Quick Connect © Coil voltage: 26.5VDC 
1423986-8 12 VDC 15A 22.5 ohm 03M5155 = HC-1 and HC-3 series relays have contacts sealed in a vacuum. HC-1 relays are widely used in RF applications. 
SPDT, Solder Their copper contacts are not designed for load switching. HC-3 series relays have tungsten contacts, switch 
- low current loads. HC-5 series relays have contacts sealed in SF-6 gas for make-only power switching in 
RT314F06 6 VDC 16A 55 ohm 78X5774 10.37 capacitive discharge applications. HC-2 and HC-4 series relays have contacts sealed in a vacuum and meet 
SPST-NO, Solder requirements of eee aa i ee contacts not ssc for pnts HC-4 eee es 
tungsten contacts, switch low level loads. HC-6 series relays have contacts sealed in SF-6 gas for make only 
R1184012 JeNDe 12h 360 chm tora Bai power switching in capacitive discharge applications. Each has a 0.5625”-32 threaded base with hex nut and 
RT334024 24 VDC 16A 1.44 kohm 83F2036 4.61 lockwasher for mounting. 
PIM_5755523 Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 
SCHRACK 6A SNR SERIES SLIM LINE PCB RELAYS SPDT, Turret 
© Only 5mm wide HC-5 26.5 VDC 8A 335 ohm 09/3884 764.43 
: — - ee HC-6 26.5 VDC 8A 335 ohm 09J3885 794.08 
‘ontact rating: 6A a 
© Reinforced edtan (protection class I!) AUTHORIZED DISTRIBUTOR HC-4 26.5 VDC 15A 335 ohm 093883 674.55 
© Strong coil pins for DIN-rail socket ScNRACE x Gein fant HC-3 26.5 VDC 18A 335 ohm 09/3882 591.50 
* Allows high uncon packing density = 7 ‘vallable HC-1 26.5 VDC 25A 335 ohm 0943880 580.33 
© Cadmium-free Sete 2 AY: — HC-2 26.5 VDC 25A 335 ohm 09J3881 633.21 
me Wane — PIM_83662 
nM +h t Adis 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ 
SPDT, Solder 
@ V23092-A1024-A301 24 VDC | 6A 3.39 kohm 95B6962 8.93 
SPDT, Solder, gold plated 
@ V23092-A1024-A201 24 VDC | 6A 3.39 kohm 35R0327 10.16 
SPST-NO, Solder 
> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


POWER — GENERAL PURPOSE 


P&B 10A PROGRAMMABLE TIME-DELAY RELAYS — SCHRACK 6-12A 
CNS Series are economical, multi-functional, programmable, time-delay relays housed in [ij— TE LOW-PROFILE MINIATURE PLUG-IN RELAYS (CONT.) 


1/16 DIN style enclosures. 8 programmable timing modes (4- on 8-pin models). Timing emery Coil Contact Coil Price Each 
function and range selected by DIP switch, and actual delay time is set with adjustment yonizep pisresuror Mfg. Part No. Voltage Current Resistance Stock No yn 4 
knob and calibrated dial. Delay selectable from 0.1 sec. to RoHS 9. —— 9 - 
100 min. DPDT contacts rated 10A @ 240VAC/30VDC. Gesinpiat DPDT, Quick Connect 
Fixed input type 3VA @ 120VAC. Transient and reverse Available @ PT270024 24 VDC 12A 777 ohm 96B1035 7.54 
voltage protection. Temperature range: -10°C to +55°C. | . 
UL rosoized, CSA certied, Al @ @ PT270615 715 VAC T2A 4.84 kohm 36K7588 7.53 
SCREW TERMINAL OCTAL SOCKETS | Price Each 
27E891 and 27E892 are DIN rail snap mountable; for ere laede 
use with mounting track 244110. For use with mounting Mfg. Part No. Description stonking, feiss 
clip SSA-24C667 for securing relay in panel-mount @ PT78720 PT Series Relays 08H3385 7.60 
applications. @ 27E220 TE Connectivity KHA, KHS, & PT Series Relays 0107962 2.02 
No. of Price Each @ 27E894 TE Connecti KHA, KHS, & PT Seles Relays 46F3589 19.86 
Mfg. Part No. Pins Stock No. 1-9+ @ 27E023 TE Connectivity KHA, KHS, & PT Series Relays 95F7966 2.59 
DIN Rail, Screw @ 27E006 TE Connectivity KHU & KHAU Series Relays 57F3422 1.58 


@ 27E891 8 Pins 46F3587 10.32 PIM_65380 
DIN Rail, Screw, Socket, Screw/DIN/Snap, 11 Pin, for CB, CD, CG, CH, CK, CNM5, CNS, CR, 


a SRL7 SERIES GENERAL PURPOSE RELAYS 

© 27E892 11 Pins | 46F3588 14.57 a = TE 
Panel, Screw = i 

@ 276122 8 Pins 57F3431 9.66 | GE HOsae cleat 
Panel, Screw, Socket, Screw, 11 Pin, for CB, CD, CG, CH, CK, CN1, CNS, CNT Series | 

@ 27E123 11 Pins | 57F3432 10.68 . 

PIM_13928 


P&B 20A KRP-3H SERIES GENERAL-PURPOSE RELAYS 


LOW-PROFILE MINIATURE PLUG-IN RELAYS Switching capacity: up to 6000VA 


Plug-in version, PCB terminals, chassis- or DIN-rail mount 


cw US 


Features: © Reinforced insulation between contact circuits 
KRP-3H series relays are enclosed in clear polycarbonate dust — TE © Low profile relay with force guided contacts Applications: 
cover. Many uses in automation controls and other applications corey according to EN 50205 © Emergency stop or two hand guard safety relays, 
requiring high current switching. Heavy copper alloy movable © 5 form A (NO) + 2 form B (NC) contacts expansion I/O modules, safety control circuits. 
: AUTHORIZED DISTRIBUTOR 
contact arms. Twin silver-cadmium oxide contacts. Operating RoHS Coil Contact Coil Price Each 
temperature: -40°C to +85°C. For use with mfg. part no. 27E 122 Gee einpiat Mfg. Part No. Voltage Current Resistance Stock No. 4-44 
screw terminal socket or mfg. part no. 27E891 screw terminal Available 
DIN mount socket and mfg. part no. 200206 hold down spring; | A 5PST-NO, DPST-NC, Solder 
order separately, go online or call. SRL7-523-D012 12 VDC 6A 206 ohm 81Y4734 =e 
SRL7-523-D018 18 VDC 6A 463 ohm 81Y4735 42.68 
SRL7-523-D021 21 VDC 6A 630 ohm 81Y4736 ES 
- SRL7-523-D024 24 VDC 6A 820 ohm 81Y4737 42.68 
Coil Contact Coil Price Each = iy 5575057 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ Z 
SPST, Quick Connect 
@ KRP-3DH-110 110 VDC 20A 10 kohm 9688059 | 83.36 SCHRACK POWER RELAYS TE 
© For direct control of squirrel-cage motors, water heaters, and night storage heaters = 
SKE earned LeWAG 20K ee kon UAL = © Used as power relays in electrical appliances Se acon 
PIM_72439 © Push-to-test button and mechanical indicator 
® DC- or AC-coil AUTHORIZED DISTRIBUTOR 
© 2/3 pole 10/16A, 2 CO or 3 CO contacts = fons jiant 
SCHRACK 6-12A © RNB: 2 pole 25 A, 2 CO contacts pests 
e 
) 
e 


RoHS compliant (Directive 2002/95/EC) as per product 
AUTHORIZED DISTRIBUTOR date code 0415 C € 
Geptinpian RM2, 3, and 7 series rated up to 16A @ 380VAC (440 max. 4 
173 Available breaking voltage). RM8 series rated up to 25A @ 250VAC I 
(4.4) = (440 max. breaking voltage). Relays have a mechanical life of 
_ co US >20 x 106. Dielectric strength: coil-contact 2500VAC; contact- 
(4.4) (635) contact 2500VAC; pole-pole 2500VAC. UL recognized, CE 
C € compliant, VDE approved. Order sockets and hold down springs separately below. PC terminal versions and 
VDE approved with 3mm contact gap versions also available; go online or call. Models with 3mm contact gap 
051 + .004 (RM5/6) and models with 30A rating (RMC/D) also available. 
(1.3 + 0.1) 7 
Coil Contact Coil Price Each 
L—— 5 Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ 
el file height of 29) @ DPDT, 3PDT, lor tact SnDE tases Connect 
Om PIGine Neg noreeni Riana niaeenapecuces @ RM702012 12VDC 16A 86 ohm 52F943 mat 
PT series miniature plug-in relays feature greater switching performance (up to 3,000VA), AC and DC coils, 
mechanical indicator and a manual test-tab with locking option. Nominal coil power is 750mW for DC and 1.0VA @ RM702524 24 VAC 16A 80 ohm 52F945 cor 
for AC mfg part no. Dimensions: 1.102H x 1.14W x 0.882"D. Solder terminal length is 0.236”. UL recognized, @ RM302024 24 VDC 10A 475 ohm 17M1759 — 
CE compliant, VDE approved. PC board thru-hole mounting style is also available; go online or call. Sockets @RM702024 24 VDC 16A 345 ohm 52F944 = 
available below. See also the Relay Socket Usage Guide. 
Price Each @ 5-1393146-5 115 VAC 10A 2 kohm 15H7681 = 
Coil Contact Coil eee 115 VAC 16A 1.85 koh 52F946 = 
Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ s RMA02618 — 
: DPDT, Quick Connect 
SE Soest @ RM202012 12 VDC 16A 110 ohi 52F911 
© PT370012 12 VDC 10A 192 ohm 35K3220 7.40 vvbe oA aE = — = 
@ PT370524 24 VAC 10A 192 ohm 96B1104 10.66 : on Sine _ 7 —< STHED — 
© PT370024 24 VDC 10A 777 ohm 36K3458 10.66 am = 
= @ RM838024 24 VDC 25A 475 ohm 9000447 _ 
SPOT Quick Gonrest @ RM809024 24 VDC 25A 475 ohi 08H3541 
© PT570012 12VDC 6A 192 ohm 36K2014 6.15 AC ma —_ as = 
© PT570524 24 VAC 6A 192 ohm 36K3459 7.54 SRMZI618 —— -— _- - aS = 
@ PT570024 24 VDC 6A 777 ohm 9681112 10.65 pda : aa = 
© 1570048 48 VOC 6A 3.072 kohm 36K7591 5.56 Sree See ee a oH — 
@ PT570615 115 VAC 6A 4.84 kohm 35K4840 12.10 @ 1393146-2 ‘ohm = 
@ PT570730 230 VAC 6A 19.465 kohm 96B1122 11.40 Price Each 
DPDT, Quick Connect Mfg. Part No. Description Stock No. 1-1-24+ 
@ PT270012 42 VDC 42A 192 ohm 36K7586 12.58 @ RM78705 DIN Rail, Panel Relay Socket 17M1781 19.51 
@ PT270524 24 VAC 412A 192 ohm 36K7587 as @ RM78700 Quick Connect Relay Socket 36K2033 4.80 
PIM_4081 
> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 
POWER — GENERAL PURPOSE 


P&B PC BOARD/PANEL MOUNT RELAYS 


ey 


T9AS5D12-12 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


T9APSD52-12 T9AS5D22-24 


Up to 30 amp switching in SPST and 20 amp in SPDT arrangements. Meets UL 873 and UL 508 spacing -1/8” 
through air, 1/4” over surface. Class F coil insulation standard. Silver-cadmium oxide contacts. Maximum coil 
paper: 2.8W. Nominal coil power: 1.0W. “P” in mfg. part no. indicates unsealed version with plastic dust cover. 
“$” in mfg. part no. indicates version that is immersion cleanable, has a knock-off nib and comes in a sealed 
plastic case. “V” in mfg. part no. indicates version that has a flux-proof plastic case. UL Class F insulation 
standard. UL recognized, CSA certified. 
Coil Contact | Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ 
SPDT, Quick Connect 
@ T9AP5D52-12 12 VDC 30A 144 ohm 92F3729 8.66 
@ T9AP5D52-24 24 VDC 30A 576 ohm 17M3061 8.53 
SPDT, Solder 
@ T9AS5D12-12 12 VDC 30A 144 ohm 17M3066 6.46 
@ T9AS5D22-12 12 VDC 30A 144 ohm 92F3738 5.47 
@ T9AS5D12-18 18 VDC 30A 324 ohm 17M3067 aon 
@ T9AS5D22-24 24 VDC 30A 576 ohm 92F3739 5.97 
@ T9AS5D12-24 24 VDC 30A 576 ohm 17M3068 -—- 
@ T9AS1L12-24 24 VDC 30A 660 ohm 16F416 4.59 
@ T9AS5D12-48 48 VDC 30A 2.304 kohm 17M3069 5.33 
@ T9AS1D22-110 110 VDC 30A 12.1 kohm 66F6691 5.21 
SPST-NO, Quick Connect 
@ T9AP1D52-12 12 VDC 30A 144 ohm 17M3058 5.80 
@ T9AP1D52-22-01 22 VDC 30A a 08H5192 5.09 
@ T9AP1D52-24 24 VDC 30A 576 ohm 17M3059 5.02 
T9AP1D52-36-01 36 VDC 30A - 74C1526 4.68 
@ T9AP1D52-48 48 VDC 30A 2.304 kohm 66F6698 5.07 
@ T9AP1D52-48-01 48 VDC 30A 2.304 kohm 17M3060 8.10 
SPST-NO, Solder 
@ T9AS1D12-5 5 VDC 30A 25 ohm 26M8314 6.60 
@ T9AS1D22-5 5 VDC 30A 25 ohm 66F6687 6.98 
@ T9AS1D22-12 12 VDC 30A 144 ohm 92F3733 4.74 
@ T9AS1D12-12 12 VDC 30A 144 ohm 17M3062 4.74 
@ T9AV1D12-12 12 VDC 30A 144 ohm 08H5204 3.65 
@ T9AV1D12-22 22 VDC 30A sti 23H0391 AA2 
@ T9AS1D22-24 24 VDC 30A 576 ohm 17M3065 437 
@ T9AS1D12-24 24 VDC 30A 576 ohm 17M3063 5.78 
@ T9AS1D12-48 48 VDC 30A 2.304 kohm 17M3064 439 
SPST-NO, Through Hole 
@ T9A-S1D12-18 18 VDC 30A 324 ohm 25C0838 4.40 
@ T9AS1D12-110 110 VDC 30A 12.1 kohm 66F6696 5.04 


PIM_3330 


P&B 5A - 30A SERIES GENERAL-PURPOSE RELAYS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


Plain Case 


@ Available in AC or DC coil (10-30A) 
@ 5, 10, 15, 20 and 30A ratings @ 5V through 240V 
© Silver contacts (5A); silver-cadmuim oxide contacts ® Quick-connect solder terminals 


KUIP and KUGP series relays have 8mm coil-to-contact spacing and 3mm contact gap. KUHP series have 
silver-cadmium oxide contacts and solder/push-on terminals. KUEP series relays feature wide contact gap 
and are equipped with a permanent magnet blowout to assist in interrupting DC current when the contacts are 
opened. Enclosed in a polycarbonate dust cover. UL recognized, CSA certified. KUGP and KUIP series relays 
are also VDE approved. Order sockets and hold-down springs separately below. See also the Relay Socket 
Usage Guide. Push-to-test and neon indicating lamp options available; go online or call. 


Flange Mount Top Flange Mount 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


P&B 5A - 30A SERIES GENERAL-PURPOSE RELAYS (CONT.) 


Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ 
1393119-1 47M3543 30.73 
-, Quick Connect 
@ KU-4699 17M0219 = 
> CONTINUED > 
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| Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ 
3PDT, Quick Connect 
@ KUP-14D15-6 6 VDC 10A 32.1 ohm 24F2623 11.62 
@ KUP-14A55-12 12 VAC 10A 18 ohm 24F2891 16.53 
@ KUP-14A15-12 12 VAC 10A 18 ohm 18M9145 122 
@ KUIP-14D15-12 12 VDC 10A 120 ohm 93F3079 = 
@ KUP-14D15-12 12 VDC 10A 120 ohm 17M0266 24.46 
@ KUP-14D55-12 12 VDC 10A 120 ohm 17M0270 25.47 
@ KUMP-14D18-12 12 VDC 15A 120 ohm 20M7023 30.60 
@ KUMP-14A18-24 24V 15A 72 ohm 18M9143 15.85 
KUP93-14A11-24 24 VAC 5A 72 ohm 08H1838 oe 
KUP-14A35-24 24 VAC 10A 72 ohm 2505728 21.10 
@ KUP-14A15-24 24 VAC 10A 72 ohm 18M9146 25.84 
@ KUP-14A55-24 24 VAC 10A 72 ohm 17M0265 26.79 
@ KUP-14AE5-24 24 VAC 10A 72 ohm 06R3602 26.79 
@ KUP-14D11-24 24 VDC 5A 472 ohm 95F9230 23.81 
KUP-14D35-24 24 VDC 10A 472 ohm 77B392 27.69 
@ KUP-14D15-24 24 VDC 10A 472 ohm 17M0267 23.18 
@ KUP-14D55-24 24 VDC 10A 472 ohm 20M7025 24.97 
@ KUIP-14D15-24 24 VDC 10A 472 ohm 17M0240 24.28 
@ KUP-14D25-24 24 VDC 10A 472 ohm 20M7024 21.18 
@ KUMP-14D18-24 24 VDC 15A 472 ohm 17M0250 28.57 
@ KUMP-14D58-24 24 VDC 15A 472 ohm 22C6366 23.95 
@ KUP-14D15-48 48 VDC 10A 1.8 kohm 17M0268 25.08 
@ KUP-14D15-110 110 VDC 10A 10 kohm 19M8444 25.47 
@ KUP-14D35-110 110 VDC 10A 10 kohm 20M4356 27.69 
@ KUP-14D35F-110 110 VDC 10A 10 kohm 08H1820 30.68 
@ KUP-14A11-120 120 VAC 5A 1.7 kohm 67F1109 27.63 
@ KUP-14A11F-120 120 VAC 5A 1.7 kohm 91B6373 eS 
@ KUP-14A55-120 120 VAC 10A 1.7 kohm 17M0264 26.79 
@ KUP-14A45-120 120 VAC 10A 1.7 kohm 17M0263 29.52 
@ KUP-14A35-120 120 VAC 10A 1.7 kohm 17M0262 27.69 
@ KUP-14A15-120 120 VAC 10A 1.7 kohm 19M1074 18.23 
@ KUIP-14A15-120 120 VAC 10A 1.7 kohm 17M0239 ee, 
@ KUP-14A35F-120 120 VAC 10A 1.7 kohm 06R3604 26.91 
KUMP-14A48-120 120 VAC 15A 1.7 kohm 90B2393 Ps 
@ KUMP-14A18-120 120 VAC 15A 1.7 kohm 76M7970 30.47 
@ KUP-14A55-240 240 VAC 10A 7.2 kohm 24F3268 22.16 
@ KUP-14A15-240 240 VAC 10A 7.2 kohm 17M0261 26.79 
@ KUMP-14A18-240 240 VAC 15A 7.2 kohm 1701420 43.82 
4PDT, Quick Connect 
@ KUP-17D55-12 12 VDC 10A 80 ohm 5504352 43.26 
@ KUP-17A55-24 24 VAC 10A 72 ohm 77B3010 70.34 
@ KUP-17D19-24 24 VDC 10A 320 ohm 19M1075 46.62 
@ KUP-17A19-120 120 VAC 10A 1.7 kohm 77B3006 54.55 
DPDT, Quick Connect 
@ KUP-11D15-5 5 VDC 10A 21 ohm 17M0257 8.93 
@ KUP-11D55-6 6 VDC 10A 32.1 ohm 24F3275 26.37 
@ KUP-11A15-12 12 VAC 10A 24 ohm 24F2610 23.25 
@ KUP-11D55-12 12 VDC 10A 120 ohm 24F3276 18.25 
@ KUEP-11D15-12 12 VDC 10A 80 ohm 17M0222 40.75 
@ KUMP-11D18-12 12 VDC 15A 120 ohm 06R3601 20.40 
@ KUHP-11DT1-12 12 VDC 20A 120 ohm 17M0232 28.68 
@ KUHP-11D51-12 12 VDC 20A 120 ohm 17M0233 28.68 
@ KUP-11A55-24 24 VAC 10A 85 ohm 17M0254 17.08 
@ KUP-11A15-24 24 VAC 10A 85 ohm 17M0252 22.19 
@ KUP-11AA5-24 24 VAC 10A 85 ohm 06R3603 DPA 
@ KUMP-11A18-24 24 VAC 15A 72 ohm 17M0247 12.78 
@ KUHP-11A51-24 24 VAC 20A 72 ohm 84F659 PIC Alte 
@ KUP-11D11-24 24 VDC 5A 472 ohm 10M5234 17.75 
@ KUEP-11D15-24 24 VDC 10A 320 ohm 17M0223 40.75 
@ KUP-11D15-24 24 VDC 10A 472 ohm 17M0256 22.63 
@ KUP-11D55-24 24 VDC 10A 472 ohm 17M0259 21.24 
@ KUIP-11D55-24 24 VDC 10A 472 ohm 29M9949 es 
@ KUMP-11D18-24 24 VDC 15A 472 ohm 17M0249 24.72 
@ KUHP-11DT1-24 24 VDC 20A 472 ohm 18M2418 52.06 
@ KUHP-11D51-24 24 VDC 20A 472 ohm 76M7969 24.46 
@ KUEP-11D15-48 48 VDC 10A 4.25 kohm 90B8438 50.51 
@ KUP-11D55-48 48 VDC 10A 1.8 kohm 17M0260 30.12 
@ KUP-11D15-48 48 VDC 10A 1.8 kohm 3009742 35.16 
@ KUP14D11-110 110 VDC 5A 10 kohm 78B593 ees 
@ KUP-11D15-110 110 VDC 10A 10 kohm 17M0255 22.63 
@ KUP-11D55-110 110 VDC 10A 10 kohm 17M0258 19.97 
> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


POWER — GENERAL PURPOSE 


P&B 5A - 30A SERIES GENERAL-PURPOSE RELAYS (CONT.) P&B 15A SOCKET OR PANEL MOUNT RELAYS (CONT.) 
or veal, | Gontact | Co | stock, oe resistive of277VAG; I2HP @ 250VAC: ISHP @ T2OVAC. Nominal power OW for DC col pes ad 1. 2VAC 
for AC coil types. Mechanical life: 10 million operations. Electrical life: 100,000 operations. Order sockets and 
DPDT, Quick Connect hold-down spring separately below or see the Relay Socket Usage Guide. 
@ KUEP-11D15-110 110 VDC 10A 6.72 kohm 17M0221 | 49.55 Coil Contact Coil Price Each 
@ KUMP-11D18-110 110 VDC 15A 10 kohm 17M0248 19.56 Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
@ KUP-11A11-120 120 VAC 5A 2.25 kohm 18M9144 10.15 DPDT, Quick Connect 
@ KUEP-11A15-120 120 VAC 10A 1.7 kohm 18M9141 50.34 @ K10P-11A15-6 6 VAC 15A 10.5 ohm 18M9150 16.63 
KUP-11A35-120 120 VAC 10A 2.25 kohm 62F3031 23.98 @ K10P-11D15-6 6 VDC 15A 40 ohm 06R3606 8.19 
@ KUP-11A55-120 120 VAC 10A 2.25 kohm 17M0253. | 23.14 OKiOP-t1Ais12.. +| 12VAC._ | 15A | 43onm | ‘47M0324 | 21.87 
@ KUP-11A15-120 120 VAC 10A 2.25 kohm 17M0251 21.43 @ K10P-11DT5-12 12 VDC 15A 160 ohm 87F522 15.14 
@ KUP-11AT5-120 120 VAC 10A 2.25 kohm 87F520 8.91 @ K10P-11D15-12 12 VDC 15A 160 ohm 17M0327 18.01 
@ KUIP-11A15-120 120 VAC 10A 2.25 kohm 08H1727 — @ K10P-11AT5-24 24 VAC 15A 160 ohm 98F5557 45.84 
@ KUP-11A25-120 120 VAC 10A 2.25 ohm 77B384 20.06 @ K10P-11A15-24 24 VAC 15A 160 ohm 06R3605 14.65 
@ KUMP-11A18-120 120 VAC 15A 1.7 kohm 10M5233 25.69 @ K10P-11D15-24 24 VDC 15A 650 ohm 17M0328 18.01 
@ KUHP-11A51-120 120 VAC 20A 1.7 kohm 17M0231 21.65 @ K10P-11DT5-24 24 VDC 15A 650 ohm 18M9151 30.56 
@ KUHP-11AT1-120 120 VAC 20A 1.7 kohm 17M0230 27.46 @ K10P-11D15-48 48 VDC 15A 2.6 kohm 08H1892 36.29 
@ KUP-11D55-125 125 VDC 10A “ 08H1802 26.85 @ K10P-11D15-110 110 VDC 15A 11 kohm 17M0326 17.75 
@ KUP-11A15-240 240 VAC 10A 9.11 kohm 24F 2613 18.62 @ K10P-11A15-120 120 VAC 15A 3.9 kohm 29M9953 18.01 
@ KUMP-11A18-240 240 VAC 15A 7.2 kohm 20M7021 13.58 @ K10P-11AT5-120 120 VAC 15A 3.9 kohm 17M0323 13.97 
@ KUHP-11A51-240 240 VAC 20A 7.2 kohm 90B5918 24.28 @ K10P-11A15-240 240 VAC 15A 12 kohm 17M0325 15.54 
DPST, Quick Connect DPDT, Solder 
KUEP-11A35-120 120 VAC 10A 2.25 kohm 89C0670 52.28 @ K10P-11D55-12 12 VDC 15A 160 ohm 17M0329 13.53 
DPST-NO, Quick Connect @ K10P-11D55-24 24 VDC 15A 650 ohm 17M0330 13.53 
@ KUMP-7D58-12 12 VDC 15A 120 ohm 9500222 35.76 @ K10P-11D55-110 110 VDC 15A 11 kohm 90F1146 11.46 
@ KUEP-7D15-24 24 VDC 5A 320 ohm 17M0229 34.57 Price Each 
@ KUGP-7D55-24 24 VDC 10A 320 ohm 90F1116 = Mfg, Part No. Description Stock No. cr 
SPDT, Quick Connect @ 27E895 8 Pins Relay Socket 46F3590 11.84 
@ KUP-5D55-12 12 VDC 10A 120 ohm 18M9149 19.52 @ 27E487 8 Pins Relay Sockel 67F3897 12.91 
@ KUHP-5DT1-12 12 VDC 30A 120 ohm 87F511 32.83 © 27£488 8 Pins Relay Socke 67F3898 2.87 
@ KUHP-5D51-12 12 VDC 30A 120 ohm 17M0237 26.13 @ 27E489 8 Pins Relay Socke' 67F3899 4.25 
@ KUHP-5A51-24 24 VAC 30A 72 ohm 17M0236 49.16 @ 24A110 DIN Rail Mounting Track 46F3617 16.91 
@ KUP-5D15-24 24 VDC 10A 472 ohm 242607 11.34 @ 200426 Hold Down Spring 48F4087 0.72 
© KUP-5D55-24 24 VDC 10A 472 ohm 17M0274 19.97 @ 200217 Hold Down Spring 57F3402 0.52 
KUHP-5D51-24 24 VDC 30A 472 ohm 90F1120 35.60 © 370633 Mounting Strip 57F3464 30.37 
@ KUHP-5DT1-24 24 VDC 30A 472 ohm 87F510 45.92 PIM. 3291 
@ KUP-5A55-120 120 VAC 10A 2.25 kohm 17M0273 23.01 7 
@ KUP-5A15-120 120 VAC 10A 2.25 kohm 18M9148 27.69 
@ KUHP-5AT1-120 120 VAC 30A 1.7 kohm 18M9142 37.36 P&B 25A POWER RELAYS 


connectivity 


argo 
@ KUHP-5A51-120 120 VAC 30A 1.7 kohm 17M0235 39.59 = 


@ KUP-5A15-240 240 VAC 10A 9.11 kohm 17M0272 19.06 
SPST-NO, Quick Connect gous aks. 
@ KUEP-3D15-12 12 VDC 10A 120 ohm 20M7020 35.96 Geeiinpian 
@ KUEP-3D15-24 24 VDC 10A 472 ohm 17M0226 33.52 
KUEP-3D35-24 24 VDC 10A 472 ohm 27C6194 35.01 @ G 
@ KUEP-3D15-48 48 VDC 10A 1.8 kohm 17M0227 44.02 
@ KUEP-3D15-110 110 VDC 10A 10 kohm 17M0225 27.42 
@ KUEP-3A15-120 120 VAC 10A 2.25 kohm 17M0224 30.53 
5 PRD1, 3, 5, and 7 PRD11 and PRDA11 
aks WEticeleach PRD series relays are designed for use in high inrush current applications such as motor starting, other 
Mfg. Part No. Description Stock No. as :8e inductive and incandescent lamp loads. Relay bobbin is contained in plastic housing for added protection. Units 
@ 27E867 14 Pins Relay Socket 95F9228 33.78 feature screw terminations. Operating temperature range: -55°C to +45°C for AC models; -55°C to +80°C for 
@ 200318 Hold Down Spring 46F3619 4.32 rad ert aE no. 35D013 also available; go online or call. UL listed under file E22575 and 
@ 200254 Hold Down Spring 50F9528 0.27 - 
© 200228 Hold Down Spring 57F3403 0.47 Coil Contact Coil niceiesch) 
: Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
@ 200314 Hold Down Spring : 95F7967 0.77 DPDT, Screw 
@ 27E046 Socket, PCB, 11 Pin, for CL&CU Soles, 57F3425 3.71 © PRD-TIAYO-6 S VAG A 360 mohm 30c0860 aaa 
@ 27E067 Socket, QC/Solder, 11 Pin, for CL & CU Series 57F3427 4.28 @ PRD-11DH0-12 72 VDC 0A 71 ohm 718M9286 6403 
@ 27E396 Socket, QC/Solder, 11 Pin, for CL & CU Series 57F3466 2.72 @ PRD-M1DY0-12 12 VDC 2A 71 ohm 17M1538 mated 
@ 27E121 Socket, Screw, 11 Pin, for CL & CU Series 57F3430 14.95 @ PRD-11DG0-12 12 VDC 30A 71 ohm 17M 1537 57.60 
@ 27E893 Socket, Screw/DIN/Snap, 11 Pio, for CL & CU Series 46F3616 18.47 © PRD-T1AY0-24 7A VAC 5A ohm 78M9283 ain 
@ 27E043 Socket, Screw/Solder, 11 Pin, for CL & CU Series 57F3424 4.18 @ PRDA-I1AYA24 74 VAC 5A 12 ohm 20M7042 ar 
deaths © PRD-11DH0-24 24 VDC 20A 288 ohm 20M7039 | 69.73 
@ PRD-11DJ0-24 24 VDC 20A 288 ohm 29M9958 59.37 
P&B 15A SOCKET OR PANEL MOUNT RELAYS = @ PRD-11DY0-24 24 VDC 25A 288 ohm 18M9287 57.71 
= TE @ PRD-11DG0-24 24 VDC 30A 288 ohm 18M9285 72.54 
mere @ PRD-11DY0-48 48 VDC 25A 1.15 kohm 207040 | 58.60 
ATOR Mee @ PRD-11DH0-110 110 VDC 20A 6.05 kohm 29M9957 88.24 
Gee simoiat @ PRD-11DY0-110 110 VDC 25A 6.05 kohm 29M9959 79.15 
Naliable “@ PRD-11AH0-120 420 VAC 20A 290 ohm 18m9282 | 62.90 
Al G @ PRD-11AJ0-120 120 VAC 20A 290 ohm 2601562 96.42 
@ PRD-11AY0-120 120 VAC 25A 290 ohm 33F1540 75.90 
@ PRDA-11AYA-120 120 VAC 25A 290 ohm 18M9290 95.96 
@ PRD-11AG0-120 120 VAC 30A 290 ohm 33F1536 74.05 
K10P-11A15-6, K10P-11AT5-120 @ PRDA-11AGA-120 120 VAC 30A 290 ohm 17M1549 72.91 
K10 series relays offer reliable DPDT, 15 Amp switching capability in a compact, polycarbonate dust cover @ PRD-14AHO-240 240 VAC 20A 4.2 kohm 17M1535 123.42 
> CONTINUED > > CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


POWER — GENERAL PURPOSE 


P&B 25A POWER RELAYS (CONT.) 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


P&B KH SERIES SOCKET- AND PANEL-MOUNT RELAYS (CONT.) 


Coil Contact Coil | Price Each_ Coil Contact Coil | Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
DPDT, Screw 4PDT, Solder 
@ PRD-11AY0-240 240 VAC 25A 1.2 kohm 18M9284 75.64 @ KHAU-17D18-24 24 VDC 5A 690 ohm 08H1514 60.21 
@ PRD-11AG0-240 240 VAC 30A 1.2 kohm 20M7038 79.12 @ KHAU-17D12B-24 24 VDC 5A 690 ohm 9208622 — 
@ PRD-11AY0-480 480 VAC 25A 4.5 kohm 17M1536 77.33 @ KHAU-17D11-48 48 VDC 5A 2.6 kohm 16M9049 17.58 
DPST-NO, Screw @ KHU17D11-90 90 VDC 5A s 62F3083 53.57 
@ PRD-7DY0-12 12 VDC 25A 71 ohm 34C3232 51.97 @ KHAU-17D12-110 110 VDC 5A 11 kohm 87F1120 19.10 
@ PRD-7DY0-24 24 VDC 25A 288 ohm 17M1548 77.18 @ KHAU-17D11-110 110 VDC 5A 11 kohm 16M9047 19.04 
@ PRD-7DG0-24 24 VDC 30A 288 ohm 76M7973 121.91 @ KHU-17D11-110 110 VDC 5A 11 kohm 16M9059 60.89 
@ PRD-7DY0-110 110 VDC 25A 6.05 kohm 17M1547 41.93 @ KHAU-17A16-120 120 VAC 1A 3.9 kohm 90F1129 25.63 
@ PRD-7AH0-120 120 VAC 20A 290 ohm 17M1544 a @ KHU-17A16-120 120 VAC 1A 3.9 kohm 94F041 51.07 
@ PRD-7AY0-120 120 VAC 25A 290 ohm 17M1545 59.90 @ KHAU-17A13-120 120 VAC 2A 3.9 kohm 87F1108 277.57 
@ PRD-7AG0-120 120 VAC 30A 290 ohm 17M1543 59.61 KHAU-17A11N-120 120 VAC 5A 3.9 kohm 87F1106 S28) 
@ PRD-7AY0-208 208 VAC 25A 1.2 kohm 33F1530 (Gao. @ KHAU-17A11-120 120 VAC 5A 3.9 kohm 16M9042 19.34 
@ PRD-7AY0-240 240 VAC 25A 1.2 kohm 33F1531 48.57 KHU-17A11N-120 120 VAC 5A 3.9 kohm 62F3038 53.07 
SPDT, Screw @ KHU-17A11-120 120 VAC 5A 3.9 kohm 16M9055 48.99 
PRD-5AY0-12 12 VAC 25A 3.2 ohm 33F1516 74.89 @ KHU-17A12-120 120 VAC 5A 3.9 kohm 29M9947 61.23 
@ PRD-5DY0-12 12 VDC 25A 71 ohm 17M1542 50.41 @ KHAU-17A18-120 120 VAC 5A 3.9 kohm 16M9046 22.83 
@ PRD-SAY0-24 24 VAC 25A 12 ohm 18M9289 51.02 @ KHU-17A18-120 120 VAC 5A 3.9 kohm 16M9058 78.97 
@ PRD-5DY0-24 24 VDC 25A 288 ohm 33F1523 53.66 KHAU-17A12N-120 120 VAC 5A 3.9 kohm 71€8374 81.90 
@ PRD-5DY0-110 110 VDC 25A 6.05 kohm 33F1524 46.72 @ KHAU-17A12-120 120 VAC 5A 3.9 kohm 76M8681 26.50 
@ PRD-5AY0-120 120 VAC 25A 290 ohm 88F3903 55.37 DPDT, Quick Connect 
@ PRD-5AY0-240 240 VAC 25A 1.2 kohm 17M1541 41.67 @ KHAU-11A11-120 120 VAC 5A 3.9 kohm 90F1128 51.36 
SPST-NO, Screw DPDT, Solder 
@ PRD-3DY0-12 12 VDC 25A 71 ohm 18M9288 46.30 @ KHAU-11D12-12 12 VDC 5A 160 ohm 18M9119 10.77 
@ PRD-3DHO0-24 24 VDC 20A 288 ohm 29M9960 49.14 @ KHAU-11D11-24 24 VDC 5A 690 ohm 87F1101 45.16 
@ PRD-3DY0-24 24 VDC 25A 288 ohm 33F1513 44.08 PIM_3283 
@ PRD-3DY0-110 110 VDC 25A 6.05 kohm 33F1514 70.75 : 
@ PRD-3AJ0-120 120 VAC 20A 290 ohm 17M1539 E 
@ PRD-3AY0-120 120 VAC 25A 290 ohm 17M1540 rer P&B 30A POWER RELAYS 
e PCB and panel mount version ; TE 
@ PRD-1AY0-120 120 VAC 25A 290 ohm 18M9280 _  “P” in mfg. part no. denotes plastic dust cover caer 
@ PRD-3AG0-120 120 VAC 30A 290 ohm 06R3611 38.23 ° co Hes ‘at le immersion - cleana- BITOREED DS RRIOE 
PRD-3AY0-240 240 VAC 25A 1.2 kohm 33F1510 33.03 e Gitar caininiie contacts RoHS 
PIM_3288 © Applications include appliances, heating and Gee tinoiat 


P&B KH SERIES SOCKET- AND PANEL-MOUNT RELAYS 


ys 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


ventilating 


WE 


Panel Mount w/Flanged Cover 
2.700 (68.58)L x 1.360 (34.54)W 
x 1.04 max. (26.42)H 


° Coil Contact Coil Price Each 
AY @ Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
DPDT, Quick Connect 
@ T92P11A22-12 12 VAC 40A 9.1 ohm 08H5256 22.38 
@ 192S11D22-12 12 VDC 30A 86 ohm 17M3094 26.20 
KHAU Series KHU Series @ 192P11D22-12 12 VDC 40A 86 ohm 17M3081 19.56 
4PDT relays available with AC or DC operation. Suffix “N” in mfg. part no. indicates neon lamp. Suffix “L” in @ 192811A22-24 24 VAC 40A 36.6 ohm 417M3091 28.06 
mf per nde LD near, ag i eer Be menderuedoy “@reapiazos | avec | A | ohn (i 
the Relay Socket Usage Guide. UL recognized , CSA certified. @ 192S11D22-24 24 VDC 40A 350 ohm 17M3095 21.79 
Coil Contact Coil Price Each @ T92P11D22-24 24 VDC 40A 350 ohm 17M3082 19.56 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ @ T92P11A22-120 120 VAC 30A 950 ohm 17M3078 22.09 
4PDT, Quick Connect @ T92S11A22-120 120 VAC 40A 950 ohm 17M3090 27.47 
@ KHU-17A11-12 12 VAC 5A 43 ohm 16M9054 60.15 @ 192P11A22-240 240 VAC 40A 3.8 kohm 17M3080 27.07 
@ KHAU-17A11-12 12 VAC 5A 43 ohm 16M9041 20.10 @ T92S11A22-240 240 VAC 40A 3.8 kohm 17M3092 27.48 
@ KHAU-17D11-24 24 VDC 5A 690 ohm 87F1112 23.03 DPDT, Solder 
@ KHAU-17D12-48 48 VDC 5A 2.6 kohm 87F1119 53.57 @ 792S11D12-12 12 VDC 40A 86 ohm 17M3093 21.95 
4PDT, Solder @ 792S11D12-24 24 VDC 40A 350 ohm 93F2963 26.02 
@ KHAU-17D11-6 6 VDC 5A 40 ohm 16M9050 22.79 @ T92P11A12-120 120 VAC 40A 950 ohm 08H5255 23.05 
@ KHAU-17D16-12 12 VDC 1A 160 ohm 18M9120 56.43 DPST, Quick Connect 
@ KHU-17D11-12 12 VDC 5A 160 ohm 45F036 49.30 @ 192P7D32-24 24 VDC 40A 350 ohm 13P0283 17.02 
@ KHAU-17D12-12 12 VDC 5A 160 ohm 20M7019 (sor DPST, Screw 
@ KHAU-17D11-12 12 VDC 5A 160 ohm 16M9048 22.66 @ 192P7D52-12 12 VDC 40A 86 ohm 42M3698 29.58 
@ KHAU-17A16-24 24 VAC 1A 160 ohm 16M9045 115.10 DPST-NO, Quick Connect 
@ KHAU-17A11-24 24 VAC 5A 160 ohm 16M9043 25.13 @ T92P7D22-12 12 VDC 30A 86 ohm 17M3087 19.15 
@ KHU-17A11-24 24 VAC 5A 160 ohm 16M9056 51.67 @ 192S7D22-12 12 VDC 30A 86 ohm 17M3099 24.33 
@ KHAU-17A12-24 24 VAC 5A 160 ohm 76M7966 20.78 @ T92S7D22-18 18 VDC 30A 197 ohm 17M3100 18.43 
@ KHU-17D16-24 24 VDC 1A 690 ohm 16M9062 36.29 @ T92S7A22-24 24 VAC 40A 36.6 ohm 93F2958 22.95 
@ KHAU-17D16-24 24 VDC 1A 690 ohm 16M9053 52.66 @ T92P7A22-24 24 VAC 40A 36.6 ohm 17M3084 20.42 
@ KHAU-17D12-24 24 VDC 5A 690 ohm 16M9051 22.79 @ T92P7D22-24 24 VDC 30A 350 ohm 17M3088 24.33 
@ KHU-17D11-24 24 VDC 5A 690 ohm 16M9060 20.38 @ 192S7D22-24 24 VDC 40A 350 ohm 17M3101 24.70 
@ KHU-17D12-24 24 VDC 5A 690 ohm 45F040 24.84 @ T92P7A22-120 120 VAC 30A 950 ohm 17M3083 12.14 
KHAE-17D12-24 24 VDC 5A 690 ohm 90F1127 40.15 @ T92S7A22-120 120 VAC 30A 950 ohm 17M3096 26.38 
@ KHU-17D18-24 24 VDC 5A 690 ohm 16M9063 53.44 
> CONTINUED > > CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


POWER — GENERAL PURPOSE 


P&B 30A POWER RELAYS (CONT.) P&B 10A SINGLE AND DUAL COIL MAGNETIC LATCHING RELAYS (CONT.) 
Coil Contact Coil Price Each Price Each 
Mfg. Part No. Voltage Current Resistance StockNo. [| 1-94 _ Mfg. Part No. Description StockNo.| 1-1-9+ _ 

DPST-NO, Quick Connect @ 275121 Socket, Screw, 11 Pin, for CL & CU Series 57F3430 14.95 
@ T92P7A22-240 240 VAC 30A 3.8 kohm 17M3085 21.05 @ 244071 _ | TE Connectivity K10, KH/KHA, KRPA, KUP, MT, PT, R10, RKS, RM] 20M7089| 41.87 
@ 192S7A22-240 240 VAC 40A 3.8 kohm 04F1209 26.14 Series Relays 

DPST-NO, Solder PIM_3257 

@ 192S7D12-12 12 VDC 40A 86 ohm 17M3097 18.30 

@ 192P7D12-12 12 VDC 40A 86 ohm 66F3419 10.36 P&B 5-10A SERIES GENERAL-PURPOSE SOCKET-MOUNT 

@ T92P7D12-24 24 VDC 40A 350 ohm 17M3086 18.28 RELAYS 

@ 192S7D12-24 24 VDC 40A 350 ohm 17M3098 10.18 Ey 

@ 192S7A12-120 120 VAC 40A 950 ohm 08H5275 21.78 [AUTHORIZED DISTRIBUTOR 
@ T92S7A12-240 240 VAC 40A 3.8 kohm 66F3421 25.86 AL @ 


PIM_3282 


RoHS 
Compliant 
Available 


P&B 15A-20A BI-STABLE, IMPULSE RELAYS 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


KRP KRPA 


G KRP series relays are older version; built on manual line. KRPA series relays are newer version; built on 
automated, ISO certified line. Order sockets separately; see the Relay Socket Usage Guide. 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
S89R S90R 3PDT, Quick Connect 
Bi-stable impulse relays can effect power savings in applications where load is on for long time periods. Meet @ KRPA-14AG-12 12 VAC 10A 24 ohm 06R3597 = 
UL 508 energy management requirements. 9VA coil power. Class B coil insulation. Operate on rated voltage @ KRPA-14DG-12 12 VDC 10A 120 ohm 17M0209 26.50 
pulses as short as 150ms. Mechanical life expectancy: 100,000 cycles. Temperature range: -40°C to +60°C. @ KRP-14DG-12 12 VDC 10A 120 ohm 17M0185 - 
Applications include industrial lighting control, motor starting and reversing of conveyor systems, or in air 
conditioning systems. Also available with octal plug-in base; go online or call . KRPA-14AY-24 24 VAC 5A 85 ohm 21F1106 24.49 
Coil Contact Coil Price Each KRPA-14AN-24 24 VAC 10A 85 ohm 21F1101 27.54 
Mfg. Part No. Voltage Current Resistance StockNo. | 1-9* @ KRPA-14AG-24 24 VAC 10A 85 ohm 17M0207 22.87 
DPDT, Quick Connect @ KRPA-14DY-24 24 VDC 5A 472 ohm 47M0212 13.84 
@ S89R11DAC1-12 12 VDC 15A 22.5 ohm 17M2962 = @ KRPA-14DG-24 24 VDC 10A 472 ohm 17M9929 30.40 
@ S90R11ABD1-24 24 VAC 15A 8.7 ohm 44F2174 64.38 KRP-14DN-24 24 VDC 10A 472 ohm 67F1119 106.73 
@ S89R11AAC1-24 24 VAC 15A 8.7 ohm 77B3060 = KRPA-14DN-24 24 VDC 10A 472 ohm 21F1114 22.32 
@ S89R11APP1-24 24 VAC 15A 8.7 ohm 98F2295 = @ KRP-14DG-24 24 VDC 10A 472 ohm 17M0186 = 
@ S89R11DAC1-24 24 VDC 15A 92 ohm 93F3101 ae @ KRPA-14DG-48 48 VDC 10A 1.8 kohm 17M0210 22.89 
@ S89R11APP1-120 120 VAC 15A 260 ohm 17M2961 = @ KRPA-14DG-110 110 VDC 10A 10 kohm 18M9138 35.01 
@ S89R11AAC1-120 120 VAC 15A 260 ohm 17M2959 a @ KRP-14DG-110 110 VDC 10A 10 kohm 17M0184 = 
@ S90R11ABD1-120 120 VAC 15A 260 ohm 18M9351 = @ KRPA-14AY-120 120 VAC 5A 2.25 kohm 21F1107 15.28 
SPDT, Quick Connect KRP-14AN-120 120 VAC 10A 2.25 kohm 24F1329 68.19 
@ S89R5AAC1-24 24 VAC 15A 8.7 ohm 28K0288 = @ KRP-14AG-120 120 VAC 10A 2.25 kohm 18M9134 105.19 
@ S89R5AAC1-120 120 VAC 15A 260 ohm 17M2963 = @ KRPA-14AG-120 120 VAC 10A 2.25 kohm 17M0206 27.70 
PIM 3258 @ KRPA-14AN-120 120 VAC 10A 2.25 kohm 17M0208 33.54 
@ KRP-14DG-125 125 VDC 10A iss 08H1579 _— 
@ KRPA-14DG-125 125 VDC 10A 10 kohm 0108539 39.31 
P&B 10A SINGLE AND DUAL COIL MAGNETIC LATCHING wine AKG 740 VAC 10A of rani a = 
RELAYS . : : 2 @ KRPA-14AG-240 240 VAC 10A 9.11 kohm 21F1098 34.18 
KUL series magnetic latching relays require only half the space 
of mechanical latching relays. Designed for continuous duty in @ KRPA-14AN-240 240 VAC 10A 9.11 kohm 18M9137 28.97 
applications demanding good memory stability. Contacts a eeu ce DPDT, Quick Connect 
ert dieereqiaaene yt Seite Cenmpatws [OWS om 
W1.406"D. See also the Relay Socket Usage Guide. @ KRPA-11AG-6 6 VAC 10A 6 ohm 17M0191 18.99 
SOCKETS @ KRP11DG-6VDC 6 VDC 10A 10 kohm 24F1345 54.50 
@ KRPA-11DG-6 6 VDC 10A 32 ohm 17M0202 27.71 
@ KRPA-11AY-12 12 VAC 5A 24 ohm 18M9135 33.97 
@ KRP-11AG-12 12 VAC 10A 24 ohm 24F1334 = 
Coil Contact Coil WEnicelEachy KRPA-11AN-12 12 VAC 10A 24 ohm 24F1071 12.86 
Mfg. ie No. Voltage Current Resistance Stock No. 1-9+ @ KRPAAIAG-12 72 VAC 10A 74 ohm 17M0188 62.19 
DET Riles Gommats @ KRPA-11DY-12 12 VDC 5A 120 ohm 18M9136 13.19 
@ KUL-11D15S-12 12 VDC 10A 120 ohm 17M0245 130.58 KRPAAIDNED VDC 108 120 ebm PAEIOGG 3990 
@ KUL-11D15D-12 12 VDC 10A 90 ohm 06R3600 104.81 @kRPainGse VDC 104 120 ohm PENGoEs = 
@ KUL-11D55D-12 12 VDC 10A 90 ohm 08H1743 74.08 KRP-11DN-12 12 VDC 0A 420 ohm UAFI4A = 
@ KUL-11A15S-24 24 VAC 10A 176 ohm 17M0242 69.67 SKRPATDGAO VDC 70K a0 com ATMUToS SEO 
Se — us call area LL (@ KRPA-11AY-24 24 VAC 5A 85 ohm 17M0195 12.91 
———s = ls et eee ae @ KRPA-11AG-24 24 VAC 10A 85 ohm 17M0190 25.69 
@ KUL-11D15D-48 48 VDC 10A 1.4 kohm 17M0244 52.81 eieP aco 34 VAG 104 ae chi ATMOTaO BAG 
@kKU pilosa 120 VAC 10A 3.7 kohm 17M9930 86.08 KRPAMANSE 7A VAC 10A 85 ohm AF 1437 57 
SFT Bibs ponnent KRPA-14AN-24 24 VAC 10A 85 ohm 21F1072 26.69 
@ KUL-5D15D-12 12 VDC 10A 90 ohm 87K3011 a @KRP-IDY4 PA VDC FA aah DARED a7 
eT 
: KRP-11DN-24 24 VDC 10A 472 ohm 24F 1442 91.85 
KRPA-11DN-24 24 VDC 10A 472 ohm 21F1087 28.68 
@ KRP-11DG-24 24 VDC 10A 472 ohm 18M9133 92.82 
@ KRPA-11DG-24 24 VDC 10A 472 ohm 17M0200 28.26 
> CONTINUED > > CONTINUED > 


1.800.463.9275 ¢ newark.com elementiu 919 


RELAYS, SOLENOIDS & CONTACTORS @ Indicates ROHS Compliant 4] Find Datasheets Online 


POWER — GENERAL PURPOSE 


P&B 5-10A SERIES GENERAL-PURPOSE SOCKET-MOUNT RELAYS (CONT.) P&B 2.0-7.5A SOCKET, PANEL MOUNT AND PC BOARD RELAYS (CONT.) 


| Coil Contact Coil | Price Each_ Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
DPDT, Quick Connect 4PDT, Quick Connect 
@ KRPA-11DGP-24 24 VDC 10A 472 ohm 17M0203 33.28 @ R10-E1W4-V700 24 VDC 75A 700 ohm 17M1791 75.38 
@ KRPA-11DG-48 48 VDC 10A 1.8 kohm 17M0201 Silks @ R10-E1Y4-J10.0K 28 VDC 2A 10 kohm 62F3066 28.37 
@ KRPA-11DY-110 110 VDC 5A 10 kohm 21F1093 = @ R10S-E1Y4-J1.0K 28 VDC 2A 1 kohm 54F052 31.53 
@ KRP-11DG-110 110 VDC 10A 10 kohm 24F1348 88.49 @ R10-E1Y4-V2.5K 48 VDC 2A 2.5 kohm 17M1804 40.67 
@ KRPA-11DG-110 110 VDC 10A 10 kohm 17M0197 27.34 R10-E1Z4-V2.5K 48 VDC 3A 2.5 kohm 62F3071 68.24 
KRPA-11DN-110 110 VDC 10A 10 kohm 21F1088 42.77 R10E1P4115 115 VAC 3A 9 kohm 94F1888 62.62 
KRP-11DN-110 110 VDC 10A 10 kohm 24F1443 = @ R10-E1X4-115V 115 VAC 5A 9 kohm 14N7112 89.72 
@ KRPA-11AY-120 120 VAC 5A 2.25 kohm 21F1078 22.16 4PDT, Solder 
@ KRP-11AY-120 120 VAC 5A 2.25 kohm 17M0181 79.64 @ R10-E2Y4-V700 24 VDC 2A 700 ohm 17M1814 72.69 
@ KRP-11AG-120 120 VAC 10A 2.25 kohm 17M0179 94.02 @ R10-E2xX4-V700 24 VDC 5A 700 ohm 17M1811 20.86 
KRP-11AN-120 120 VAC 10A 2.25 kohm 24F1438 106.38 6PDT, Quick Connect 
@ KRPA-11AG-120 120 VAC 10A 2.25 kohm 17M0189 33.26 @ R10-E1Z6-V430 24 VDC 3A 430 ohm 45F130 124.86 
@ KRPA-11AGP-120 120 VAC 10A 2.25 kohm 17M0192 22.75 @ R10-E1X6-V430 24 VDC 5A 430 ohm 18M9309 60.02 
@ KRPA-11AN-120 120 VAC 10A 2.25 kohm 17M9928 28.53 @ R10-E1Y6-V1.5K 48 VDC 2A 1.5 kohm 17M1805 58.76 
@ KRP-11DG-125 125 VDC 10A i 76M7967 = R10-E1P6-115V 115 VAC 3A 7.5 kohm 08H3793 94.48 
@ KRPA-11DG-125 125 VDC 10A 10 kohm 17M0199 29.67 8PDT, Quick Connect 
@ KRPA-11AY-240 240 VAC 5A 9.11 kohm 21F1079 26.71 @ R10E1P8V350 24 VDC 3A 350 ohm 50B6795 108.80 
@ KRPA-11AG-240 240 VAC 10A 9.11 kohm 21F1069 32.21 DPDT, Quick Connect 
@ KRPA-11AN-240 240 VAC 10A 9.11 kohm 17M0194 32.55 @ R10-E1Y2-V28 5 VDC 2A 28 ohm 17M1802 23.46 
@ KRP-11AG-240 240 VAC 10A 9.11 kohm 24F1696 56.47 @ R10-E1Y¥2-V185 12 VDC 2A 185 ohm 18M9310 36.66 
SPDT, Quick Connect @ R10-E1Z2-V185 12 VDC 3A 185 ohm 17M1806 30.00 
@ KRPA-5DG-6 6 VDC 10A 32 ohm 17M0216 30.59 @ R10-E1Z2-S800 12 VDC 3A 800 ohm 77B3045 = 
@ KRPA-5DG-12 12 VDC 10A 120 ohm 17M0214 26.63 @ R10-E1X2-V185 12 VDC 5A 185 ohm 29K8666 42.35 
@ KRPA-SAG-24 24 VAC 10A 85 ohm 18M9140 26.97 @ R10-E1X2-S800 12 VDC 5A 800 ohm 17M1792 54.20 
@ KRPA-5DY-24 24 VDC 5A 472 ohm 17M0218 30.44 @ R10-E1W2-V185 12 VDC 7T5A 185 ohm 06R3614 29.69 
@ KRPA-5DG-24 24 VDC 10A 472 ohm 17M0215 34.63 @ R10-E1Y2-V700 24 VDC 2A 700 ohm 17M1803 43.21 
@ KRPA-5AY-120 120 VAC 5A 2.25 kohm 17M0213 44.00 @ R10-E1P2-V700 24 VDC 3A 700 ohm 98F5103 17.20 
@ KRPA-5AG-120 120 VAC 10A 2.25 kohm 18M9139 42.73 R10-T1P2-V700 24 VDC 3A 700 ohm 94F1890 35.09 
@ KRP-5AG-120 120 VAC 10A 2.25 kohm 24F1332 = @ R10-E12Z2-V700 24 VDC 3A 700 ohm 18M9312 53.86 
SPST-NO, Quick Connect R10L-E1X2-V700 24 VDC 5A 700 ohm 67F1092 = 
@ KRP-3DH-24 24 VDC 20A 472 ohm 76M7968 = @ R10-E1X2-V700 24 VDC 5A 700 ohm 17M1796 47.93 
Price Each @ R10-E6X2-V700 24 VDC 5A 700 ohm 33F1627 49.03 
Mfg. Part No. Description Stock No.| 1-1-9 @ R10-E1W2-V700 24 VDC 75A 700 ohm 67F1076 48.02 
© 27E891 7 46F3587 | 10.32 @ R10S-E1Y2-J1.0K 28 VDC 2A 1 kohm 54F049 59.31 
@ 27E122 a 57F3431 9.66 @ R10-E1Y2-J1.0K 28 VDC 2A 1 kohm 17M1800 23.47 
@ 200318 Hold Down Spring 46F3619 4.32 @ R10-T1Y2-J1.0K 28 VDC 2A 1 kohm 17M1816 66.93 
@27E123 | Socket, Screw, 11 Pin, for CB, CD, CG, CH, CK, CN1, CNS, CNT] 57F3432 | 10.68 @ R10-E1¥2-J2.5K 28 VDC 2A 2.5 kohm 45F131 25.69 
Series @ R10S-E1Y2-J500 28 VDC 2A 500 ohm 78B625 22.82 
@ 27E892 Socket, Screw/DIN/Snap, 11 Pin, for CB, CD, CG, CH, CK, CNM5, | 46F3588 14.57 @ R10S-E1Y2-J5.0K 28 VDC 2A 5 kohm 54F051 85.58 
oN GR Csiberes @ R10-E1Y2-V2.5K 48 VDC 2A 2.5 kohm 62F3043 | 43.61 
PIMs 120 R10-E1Y2-115V 115 VAC 2A 9 kohm 20C3687 67.36 
OE @ R10-E1P2-115V 115 VAC 3A 9 kohm 2902156 58.57 
P&B 2.0-7.5A SOCKET, PANEL MOUNT AND PC BOARD R10-T1P2-115V 115 VAC 3A 9 kohm 50B6793 95.48 
RELAYS = TE R10-E1X2-115V 115 VAC 5A 9 kohm 45F117 61.06 
; Pe Necaieas tion max ; aay eee =_ = —_ ae aE 
cae ses a » ; AUTHORIZED DISTRIBUTOR DPDT, Solder 
© 1-pole thru 8-pole Geptinnian @ R10S-E2V2.J2.5K 28 VDC 2A 2.5 kohm 18m9314 | 125.87 
R10 series relays have DPDT contacts. R10S series are super: | ee @ R10-E2Y2-J2.5K 28 VDC 2A 2.5 kohm 77B549 59.83 
terminals ae 0.012 (0305) x 0080" (2.03) x 0.210" (639) mm | FAN GE SOT cuick Connect 
long with #3-48 mounting stud. Expected mechanical life: 100 @ R10-E1Y1-SS220 3 VDC 2A 220 ohm 17M1799 32.30 
million Operations (except contact code W: 1 million operations, ’ @ R10S-E1Y1-J1.0K 28 VDC 2A 4 kohm 54F046 83.29 
nat i Seog Set eae como, lento emnsenvivsak—[avoc_[ 2a [Som [strom [aaa 
codes W, X and Y with coil code V. Between all other conductors - 1,000Vrms. All units are UL recognized, and @ R10S-E1P1-J1.0K 30 VDC 3A 1 kohm 99F8466 a 
all except 8PDT are CSA certified. R10T series relays with 8-pin or 11-pin octal base and sockets available. Price Each 
R10L series relays with LED indicator available (V or S coil adjustment only; to 48VDC only); go online or call. fetes 
SOCKETS FOR R10 AND R10S SERIES RELAYS Mfg. Part No. Description Stock No. 1-1-9+ 
Rugged, molded Socket body retains floating terminals or either solder or printed circuit pin configuration. @ 27E128 10 Pins Relay Socke 57F3436 3.28 
scart. Sor tonipal sorte re oso (OAmasirun Mobed ptenic ecetronrs ening peice’ 2 2TENe? 10 Pins Relay Socke STF 3444 2.15 
solder terminals. Solder slot: 0.045” x 0.090”. See also the Relay Socket Usage Guide. @ 275317 10 Pins Relay Socke' 77B3082 1.75 
Coil Contact Coil Price Each @ 27E446 10 Pins Relay Socke 77B3085 4.59 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ @ 27E212 10 Pins Relay Socke' 95F7965 3.78 
3PDT, Solder @ 27E129 16 Pins Relay Socke 57F3437 2.98 
R10-T2W3-J30.0K 28 VDC 75A 30 kohm 2701007 125.83 @ 27E163 16 Pins Relay Socke 57F3445 2.05 
4PDT, Quick Connect @ 275461 16 Pins Relay Socke 70B786 18.62 
@ R10-E1P4-V185 12 VDC 3A 185 ohm 90F1105 61.83 @ 27E127 22 Pins Relay Socke 57F3435 4.01 
@ R10-E1Z4-V185 12 VDC 3A 185 ohm 17M1807 103.10 @ 27E130 22 Pins Relay Socke 57F3438 3.81 
@ R10-E1X4-V185 12 VDC 5A 185 ohm 45F118 44.28 @ 27E462 22 Pins Relay Socke 70B6149 51.10 
@ R10-E1Y4-V700 24 VDC 2A 700 ohm 45F110 82.99 @ 27E125 2 Pins Relay Socket 57F3433 qeilté 
@ R10-E1Z4-V700 24 VDC 3A 700 ohm 45F128 111.51 @ 27E126 4 Pins Relay Socket 57F3434 fks2 
@ R10-E1P4-V700 24 VDC 3A 700 ohm 18M9307 69.11 @ 27E460 7 Pins Relay Socket 98F040 30.65 
R10L-E1X4-V700 24 VDC 5A 700 ohm 67F1094 62.36 @ 20C250 Hold Down Spring 57F3407 0.98 
@ R10-E1X4-V700 24 VDC 5A 700 ohm 18M9308 58.16 @ 200251 Hold Down Spring 57F3408 0.52 
> CONTINUED > > CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


POWER — GENERAL PURPOSE 


P&B 2.0-7.5A SOCKET, PANEL MOUNT AND PC BOARD RELAYS (CONT.) XT SERIES INTERFACE PLUG-IN RELAYS (CONT.) 


[Price Each Coil Contact Coil Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ 
@ 200259 Hold Down Spring 57F3411 0.20 DPDT, Quick Connect 
© 20€300 Hold Down Spring 57F3413 0.82 @ XT484515 115 VAC 8A 8.1 kohm 89M5661 15.64 
@ 37D645 Mounting Plate 57F3463 10.97 @ XT484T30 230 VAC 8A 32.5 kohm 895662 18.20 
@ 200249 Wire Retainer 57F3406 0.67 SPDT, Quick Connect 
PIM_3113 @ XT314012 12 VDC 16A 360 ohm 89M5651 8.81 
@ XT374LB2 12 VDC 16A 360 ohm 89M5655 12.72 
P&B LIGHT POWER SOCKET AND PANEL MOUNT RELAYS @ XT314524 24 VAC 16A 350 ohm 89M5653 9.67 
Soa 
Highly efficient relays for light power loads such as —— TE @ XT374R24 24NVAC 16A 350 ohm BOMDSGD7 10.79 
small motors, solenoids, other relays and general CE @ XT314024 24 VDC 16A 1.44 kohm 89M5652 8.81 
automation work. Mechanical life expectancy: 10 AGREED DATE RIOR @ XT374LC4 24 VDC 16A 1.44 kohm 89M5656 42.80 
million operations. Mfg. part nos. with “Y” suffix 
have silver contacts rated 5A @ 120VAC, “G” suffix Soper @ XT314615 115 VAC 16A 8.1 kohm 89M5654 11.03 
have silver cadmium oxide contacts rated 10A @ Available @ XT374S15 115 VAC 16A 8.1 kohm 89M5658 16.26 
120VAC. Insulation material is molded phenolic. AY @ @ XT374T30 230 VAC 16A 32.5 kohm 895659 13.15 
KA series is open version. Mounting: one no. 6-32 
threaded stud and locating tab on 0.438” (11.13) Price Each 
al oe si F pe nie sri Mfg. Part No. Description Stock No. 4-1-24+ 
y a clear polycarbonate dust cover. UL recognized, : 
files £22575 and £29244, and CSA certified, file @ RTI70P1 Jumper Link SOMSEAS 0.67 
LR15734. 8- or 11- pin octal type plugs for socket @ RT17040 Marking Tag 89M5646 0.15 
mounting; see Relay Socket Usage Guide. bes @ RT7872P Relay Socket 89M5647 4.86 
sila SSE @ RT78725 Relay Socket 89M5648 7.20 
Coil Contact Coil Weta ach @ RT78726 Relay Socket 89M5649 7.64 
Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ 7 = - - 
7 @ XT17017 Retaining Clip 89M5650 41.32 
3PDT, Quick Connect on ante 
@ KAP-14AY-120 120 VAC 5A 2.25 kohm 24F2577 ees - 
@ KAP-14AG-120 120 VAC 10A 2.25 kohm 16M9030 = 
3PDT Solder SCHRACK 8-16A POWER PC BOARD RELAYS 
© Contacts: SPST-NC, SPST-NO, DPDT 
@ KA-14DG-24 24 VDC 10A 472 ohm 16M9023 ams © 4kV/8 mm coil-contact 
@ KA-14AG-120 120 VAC 10A 2.25 kohm 169021 — © Pinning 3.5 or 5 mm (8 / 12A) and 5 mm (16A) 
DPDT, Quick Connect ® PC board sockets AUTHORIZED DISTRIBUTOR 
@ KAP-11AG-24 24 VAC 10A 85 ohm 16M9026 me Acero aa ee domestic cee ii Gee sinpian 
control and installation. Dimensions: 25.5H x 29.0W x Available 
@ KAP-11DG-24 24 VDC 10A 472 ohm 24F2574 112.78 12.6D mm. Refer to the relay socket usage guide for 
@ KAP-11DG-110 110 VDC 10A 10 kohm 16M9028 = sockets and accessories. 
@ KAP-11AY-120 120 VAC 5A 2.25 kohm 24F2566 72.39 ‘ 
@ KAP-11AG-120 120 VAC 10A 2.25 ohm t6m9025 | 112.29 fees 
@ KA-11AG-120 120 VAC 10A 2.25 kohm 24F1673 = 
DPDT, Solder 
@ KA-11DG-24 24 VDC 10A 472 ohm 16M9020 es, 
@ KA-11DG-110 110 VDC 10A 10 kohm 16M9019 54.20 Coil Contact Coil | Price Each_ 
. Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ 
Mfg. Part Ni Descripti k N an = BEDI Sout 
g. Fart No. pecription — ead @ RP820012 12 VDC BA 270 ohm 2308588 a 
@ 276891 — 082 @ RP821012 12 VDC 8A 270 ohm 08H3673 11.99 
Saas Socket, Screw, 11 Pin, or GB, CD, CG, GH, GK GNT, CNS, ONT) 57F3432 = _—— ae ida eva salad = 
a aca cha LL aN a HO) @ RP421012 72VDC 8A 270 ohm 90B5481 823 
@27E892 | Socket, Screw/DIN/Snap, 11 Pin, for CB, CD, CG, CH, CK, CNMS,| 46F3588 | 44.57 @ RPA20024 24 VDC 8A 1.1 kohm 51B969 = 
CNS, CR, CS Series @ RP820024 24 VDC 8A 1.4 kohm 90B8545 = 
PIM_3109 @ RP421024 24 VDC 8A 1.4 kohm 0100518 12.31 
@ RP821024 24 VDC 8A 1.4 kohm 92B8192 8.86 
XT SERIES INTERFACE PLUG-IN RELAYS @ RP420048 48 VDC 8A 4.4 kohm 9203381 = 
Features: SPDT, Solder 
¢ pe design F sal a a a 2 al @ RP412012 12 VDC 8A 270 ohm 08H3590 6.09 
@ Aproximate size: 1.14x0.54x1.01in (29x13.7x25.6mm) 
© Choice of SPDT rated 16A or DPDT rated 8A @ RPA18024 eniDe BA 4.1 koh aD = 
© Plugs into same sockets as the RT series @ RP412024 24 VDC 8A 1.4 kohm 74C0240 7.32 
° brig DC coil (400mW) or AC coil (0.58VA @ RP310024 24 VDC 16A 1.1 kohm 17M1783 = 
z 
@ Test lever, mechanical indicator, LED and @ RP710024 24'VDC 16A 4.4 koh AAMMITES pies 
protection diode options Raiis i SPST-NO, Solder 
© 4kV (8mm) coil-to-contact isolation Hea RP7SLO24 24 VDC 12A 4.4 kohm 07C8600 =a 
@ RoHS Compliant (Directive 2002/95/EC) 
@ Reinforced insulation, protection class II (VDE Price Each 
‘ i ; Mfg. Part No. Description Stock No. 1-1-24+ 
pecifications: , : : 
© Contact Ratings: 1FormC (SPDT): 16A at 240VAC; e piemuetens 110VDC and 24 to 230VAC; @ RP78602 Relay Socket 48F1291 = 
2FormC (DPDT): 8A at 240VAC : : : PIM_84966 
© Contact material: Silver Nickel 90/10 - bn 400mW; 0.76VA at SOHz / 0.58VA 
@ Mechanical life (at rated load): 10million operations © Dielectric strenath: 5,000Vrms 
w/DC coil; 5million operations w/AC coil gin 8, OEG 3A SLIM LINE PC BOARD RELAYS 
a= 
Coil Contact Coil EicelEechy ia 049.05 Grid [ig TE 
Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ - 041 >y* (1.25 - 1.27) 
DPDT, Quick Connect dt (i 5), iierratinns | aa ‘AUTHORIZED DISTRIBUTOR 
@ xT424012 12 VDC 8A 360 ohm 89M5663 9.29 jf weet y t mee | Sep to 
- < WO ot .0394 DIA. + .004 jomp tain 
© XT484LB2 12 VDC 8A 360 ohm 89M5667 13.52 eee ! ba a (41) Available 
@ XT424524 24 VAC 8A 350 ohm 89M5665 2.64 P' ‘ba 
@ XT484R24 24 VAC 8A 350 ohm 89M5660 15.04 ¢ ° 
4 AY 
@ XT424024 24 VDC 8A 1.44 kohm 89M5664 13.48 0 c US 
@ XT484LC4 24 VDC 8A 1.44 kohm 89M5668 7.80 
@ XT424615 115 VAC 8A 8.1 kohm 89M5666 16.29 
> CONTINUED > > CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


POWER — GENERAL PURPOSE 


OEG 3A SLIM LINE PC BOARD RELAYS (CONT.) 
@ 5mm wide, permitting high density spacing xpected mechanical life: 20 million operations 
© SPST contract arrangement no load) 

© Sensitive coil requires only 120mW coil power © Expected electrical life: 100,000 operations 

@ Well suited for HVAC controls, I/O panels, PLCs rated load) 

© Bifurcated AgNi contacts @ Minimum load: 1mA @ 5 VDC 

© Maximum switching rate: 12,000 ops./min/ (no © Operate power: 58.8mW 


load); 100 ops./min. (rated load) 
Dimensions in inches (mm): 0.492 (12.5)H x 0.787 (20.0)W x 0.197 (5.0)L. 


Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
SPST-NO, Solder 
@ PCN-105D3MHZ 5 VDC 3A 208 ohm 21M6845 1.04 
@ PCN-112D3MHZ 12 VDC 3A 1.2 kohm 20M7033 1.49 
@ PCN-124D3MHZ 24 VDC 3A 4.8 kohm 20M7034 4.05 


PIM_80130 


OEG 5-10A MINIATURE POWER PC BOARD RELAYS 


ys 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 

Compliant 

Available 
Wig 


OEE so2H é y- 


(NO? /3A(NC) 
WE SA eraTTV~ Res. 


Iz ¢ 


© Cadmium-free AgSnO contacts 
© SPDT contacts 


© Compact size: 20L x 10W x 15.2mmH 
@ High surge voltage of 8000V 


Used in air conditioners, refrigerators and microwave ovens, these relays have maximum switching power of 
1385VA, 150W. Contact rating: 5A/3A @ 30VDC resistive, 5A/3A @ 277VAC resistive, 10A @ 125VAC resistive. 
Maximum switching voltage: 277VAC, 30VDC. Duty cycle: continuous. Nominal power: 400mW. 200mW version 
also available, go online or call. 

Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 

SPDT, Solder 

@ PCH-105D2H 5 VDC 5A 63 ohm 36K2006 1.03 

@ PCH-112D2H,000 12 VDC 5A 360 ohm 36K2007 2.55 

@ PCH-124D2H 24 VDC 5A 1.44 kohm 36K3448 2.42 
PIM_68509 
OEG 15A MINIATURE RELAYS 


connectivity 


AUTHORIZED DISTRIBUTOR 


-132 + 008 1.08 + 02 RoHS 
(3.354.2) [* @75+.5) —*| eae 
t 1 Available 


22 + 008 


| 8842) fact 02 
3944 ooa@"2 +5) 
(104.2) 
¥ 


571 = 008 
(14.542) 


285 
(7.25) 
— 


ges | 
ep) (13.15) 
234) 703 
(6.95) ~ (17.85) 
Plug-In 
© Compact, low cost 15A switching capacity © AC and DC coils 

available @ Plug-in or PC board terminals 


© DPDT contact arrangement @ UL Recognized File No. £58304, CSA Certified 


Contact ratings: 15A @ 120VAC resistive; 10A @ 250VAC/24VDC. Max. switching current: 15A. Max. switching 
power: 3,168VA, 240W. Mfg. part nos. with “P” suffix have PC board terminals. 3, 5 and 10A relays also 


>! 


available; go online or call. Sockets available, see below. 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
DPDT, Quick Connect 
@ PCLH-208A1S 240 VAC 10A 13.6 kohm 3300942 = 
Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ 
@ 27E895 8 Pins Relay Socket 46F3590 11.84 
@ 27E488 8 Pins Relay Socket 67F3898 2.87 
PIM_68399 
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@ Indicates RoHS Compliant 4] Find Datasheets Online 


EW60 PCB RELAYS 


Application: 
Lighting controls connectivity 
Bus actuator 

Power distribution 

Circuit protection 

inverter 

lechanical: 

© 1 form A (NO) contact, 60 A 

© 1 or 2 coil bi-stable magnet system 
@ PCB mounting 

@ RTI (dust protected) 

Electrical: 

© Rated current: 60 A 

e 

e 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


Rated voltage: 250 VAC 
Coil power: 1.5 / 2x3 W @ Max. switching voltage 440VAC. 
@ 15 kVa max breaking capacity © 480A inrush, 2.1 ms 


TE Connectivity (TE) introduces the EW60 PCB relay, a power latching relay with up to 60Amps switching 
capability. The EW60 relay is designed to support the demand for higher switching capability in building systems 
and power distribution applications. In addition, this relay can enable energy savings and provide low selfheating 
due to its bi-stable magnetic system. The EW60 PCB relay is designed for applications in lighting controls, power 
distribution, bus actuators, and circuit protection. 


Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
SPST-NO, Solder 
@ EW60-1A3-CL12D04,00000 12 VDC 60A 48 ohm 84Y9495 14.25 
@ EW60-1A3-BL12D04,00000 12 VDC 60A 96 ohm 84Y9494 = 


PIM_5576216 


P&B 3A-10A SEALED MINIATURE PC BOARD RELAYS 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


4 - .051(1.3)0 


Contacts are SPST-NO. Coil-to-contact spacing of 6.5mm sreuiees 4000VAC dielectric. Dimensions in inches 
(mm): .716 (18.2)L x .40 (10.2)W x .57 (14.7)H. Sealed enclosure, immersion cleanable. Vented (fluxtight) 
models also available; go online or call. 


Coil Contact Coil Price Each 

Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ 
SPST-NO, Solder, Flux proof 
@ T77V1D10-12 12 VDC 10A 320 ohm 66F7846 2.18 
@ T77V1D10-24 24 VDC 10A 1.28 kohm 17M3057 3.17 
SPST-NO, Solder, Wash tight 
@ T77S1D3-05 5 VDC 3A 125 ohm 17M3056 1.16 
@ 177S1D10-05 5 VDC 10A 55.6 ohm 91F2922 i168) 
@ T77S1D3-12 12 VDC 3A 720 ohm 35K3228 2.51 
@ 177S1D10-12 12 VDC 10A 320 ohm 17M3054 1.18 
@ T77S1D3-24 24 VDC 3A 2.88 kohm 35K3229 1.16 
@ 177S1D10-24 24 VDC 10A 1.28 kohm 17M3055 41.29 
PIM_48471 


P&B 8-16A MINIATURE POWER PC BOARD RELAYS 


ys 


— 0.5" —~ 
(12.7) connectivity 


AUTHORIZED DISTRIBUTOR 


o a 
RoHS 

a ao Compliant 
Available 

a o 


1.14" \ 
(29) a us 


o o 


@ SPST through DPDT contacts 

@ Low-profile 15.7mm height 

@ Immersion cleanable and flux-tight versions 
available 


8A-16A relays are miniature and low profile. Expected mechanical life: 30 million operations. Sensitive coil: 
400mW. Dimensions: 0.62°H x 1.14”L x 0.50"W; pin length = 0.17”. All units listed have contact material of 
silver-nickel 90/10. Suffix “F” in mfg. part no. indicates class F coil insulation. No type suffix indicates class 
B coil insulation. AC coil relays are Schrack brand. 10A, other contact styles, latching, high-temperature, and 
high-inrush and 200mW sensitive coil models also available; go online or call. 


@ VDE 10mm spacing, 5kV dielectric, coil-to-contacts 
@ ULclass F coil insulation system 
© Conform to UL 508, 1873, 353 and 1950 


> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


POWER — GENERAL PURPOSE 


P&B 8-16A MINIATURE POWER PC BOARD RELAYS (CONT.) SCHRACK 6A MINIATURE PCB RELAYS (CONT.) 
Coil Contact Coil Price Each Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
DPDT, Solder SPST-NO, Solder 
@ RTE24005F 5 VDC 3A 62 ohm 35K4865 6.48 @ RE030005 5 VDC 6A 125 ohm 52F908 = 
@ RTE24005 5 VDC 3A 62 ohm 83F2043 Om @ RE030012 12 VDC 6A 720 ohm 17M1743 — 
@ RTE24006F 6 VDC 3A 90 ohm 1707176 3.64 @ RE030024 24 VDC 6A 2.88 kohm 52F910 — 
@ RTE24012F 12 VDC 3A 360 ohm 36K2035 4.43 PIM_3722 
@ RTE24012 12 VDC 8A 360 ohm 16F397 4.43 
@ RT424012F 12 VDC 8A 360 ohm 94B9819 4.50 P&B 30A PC BOARD RELAYS 
@ RT424524 24 VAC 8A 350 ohm 9404293 6.48 ee TE 
@ RTE24024F 24 VDC 3A 1.44 kohm 94B9941 3.75 — See 
@ RT424024 24 VDC 8A 1.44 kohm 16F393 4.18 Tiiionizes vaiaatiroe 
@ RT424024F 24 VDC 8A 1.44 kohm 36K2038 6.89 RoHS _ 
@ RTE24024 24 VDC 8A 1.44 kohm 17M9933 3.98 GeREpien 
@ RT424F24 24 VDC 8A 886 ohm 93B6581 5.34 \ 
@ RTE24615 115 VAC 8A 8.1 kohm 48F3750 8.33 AW @ 
@ RT424615 115 VAC 8A 8.1 kohm 48F1292 9.82 
@ RT424730 230 VAC 8A 32.5 kohm 85C0866 9.55 
DPST-NO, Solder 
@ RTE44012F 12 VDC 8A 360 ohm 36K7604 3.22 me than 
- ® Class F coil insulation © Operating temperature: -55°C to +85°C 
SPDT, Solder © Max coil power: 2.2W © Continous duty cycle 
@ RTB14005F 5 VDC 12A 62 ohm 94B9851 Bye} © Contacts: silver-cadmium oxide 
@ RTD14005F 5 VDC 16A 62 ohm 36K7603 5.20 T9ON series relays are open with no cover (snap-on dust cover available as an option). T90S series relays 
are immersion cleanable, plastic sealed case available. Designed primarily for appliance industry and heating, 
@ RT114012F 12 NDC 42a 360 ohm SoSH Zio ventilating and air conditioning markets. Mechanical life expectancy: 10 million operations. Electrical life 
@ RTB14012F 12 VDC 12A 360 ohm 36K7601 5.97 expectancy: 100,000 operations. 
@ R1TD14012F 12 VDC 16A 360 ohm 94B9891 5.42 Coil Contact Coil Price Each 
@ RT314012F 12 VDC 16A 360 ohm 36K2036 5.64 Mfg, Part No. Voltage Current Resistance Stock No. 1-9+ 
@ RTB14024F 24 VDC 12A 1.44 kohm 36K2034 3.63 SPDT, Solder 
@ RT114024F 24 VDC 12A 1.44 kohm 94B9803 3.80 @ T90S5D12-5 5 VDC 30A 27 ohm 46F3613 — 
@ RTD14024F 24 VDC 16A 1.44 kohm 33K3674 5.42 @ T9ON5D12-5 5 VDC 30A 27 ohm 44F1124 Be 
@ RT314024 24 VDC 16A 1.44 kohm 36K2037 4.97 @ T90S5D12-12 12 VDC 30A 155 ohm 17M3077 4.83 
@ RT314024F 24 VDC 16A 1.44 kohm 36K7606 3.80 @ T9ON5D12-12 12 VDC 30A 155 ohm 20M7047 7.67 
@ RTB14615 115 VAC 12A 8.1 kohm 48F3748 9:22) @ T90S5D12-24 24 VDC 30A 660 ohm 20M7049 = 
@ RTD14615 115 VAC 16A 8.1 kohm 36K3469 5.40 @ T90S5D42-24 24 VDC 30A 660 ohm 97F8355 = 
@ RT314615 115 VAC 16A 8.1 kohm 08H3745 8.88 @ T9ON5D12-24 24 VDC 30A 660 ohm 17M3074 = 
SPST-NO, Solder SPST-NO, Solder 
@ RTD34012F 12 VDC 20A 360 ohm 36K3470 4.22 @ 190S1D12-5 5 VDC 30A 27 ohm 46F3610 es 
@ RTB34024F 24 VDC 10A 1.44 kohm 35K3224 3.19 @ 190S1D12-9 9 VDC 30A 97 ohm 08H5246 = 
@ RT334024F 24 VDC 16A 1.44 kohm 1706470 5.22 @ T9ON1D12-12 12 VDC 30A 155 ohm 17M3071 ae 
@ RTD34024F 24 VDC 20A 1.44 kohm 34K0187 22) @ 190S1D12-12 12 VDC 30A 155 ohm 17M3075 = 
PIM_48391 @ 190S1D12-18 18 VDC 30A 380 ohm 29C2067 5.69 
@ 190S1D12-24 24 VDC 30A 660 ohm 20M7048 = 
P&B 14A PC BOARD MINIATURE RELAYS @ T90N1D42-24 24 VDC 30A 660 ohm 17M3073 — 
© High sensitivity-coil power as low as 212mW a TE @ T9ON1D12-24 24 VDC 30A 860 ohm 173072 a 
© SPDT contacts shore @ 190S1D42-24 24 VDC 30A 660 ohm 17M3076 = 
® Single coil, non-latching 7 
@ Immersion cleanable AUTHORIZED DISTRIBUTOR Price Each 
Dimensions: 0.591H x 0.394W x 1.181°L (15mm x 10mmx Gee timpiat Mfg. Part No. Description Stock No. 1-1-9+ 
30mm). 3-60VDC types and SPST-NO contacts available; Available @ 35C620A Dust Cover 44F1127 2.96 
lit Il. © 
go online or cal = \Y @ Sian 
| | P&B 20A POWER RELAYS 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ AUTHORIZED DISTRIBUTOR 
SPDT, Solder Be GeBeine . 
W's: ompliant 
@ 175S5D112-05 5 VDC 10A 118 ohm 93F3105 = » Na 2 Available 
ot é 
@ 175S5D112-12 12 VDC 10A 652 ohm 93F3106 = ue Po Al G 
@ 175S5D112-24 24 VDC 10A 2.27 kohm 93F3108 = &. a 
% ial ic 
PIM_38070 P 
S87R 
SCHRACK 6A MINIATURE PCB RELAYS S86R 
@ 1.N/O single contact a TI E Relays have .250” quick-connect/solder coil terminal located perpendicular to .250” quick connect terminals. 
@ 6A at 250VAC tthe! Contacts rated at 20A @ 277VAC, with life expectancy of 50,000 operations. Coil breakdown voltage: 1560Vrms, 
@ Mechanical life: >30 x 106 operations 60HZ. S87R series relays are designed to operate with plunger in vertical or horizontal position, but not in 
@ Dimensions: inches (mm) 0.787(20.0)L x 0.394(10.0) AUTHORIZED DISTRIBUTOR: upside-down position. Temperature range: 45°C to +65°C. S87R series width: 1.62” (41.1). S86R series width: 
W x 1.417(10.6)H or ant 1.92” (48.77). UL recognized, CSA certified. 
Avaliable Coil Contact Coil Price Each 
C \ Us Mfg. Part No. Voltage Current Resistance Stock No. 1-49+ 
DPDT, Quick Connect 
& @ S87R11D2B1D1110 110 VDC 20A sie 3907342 35.31 
@ S86R11A1B1D1120 120 VAC 20A 800 ohm 44F2181 45.62 
@ S87R11A2B1D1120 120 VAC 20A 800 ohm 17M2956 = 
@ S87R11A2B1D1240 240 VAC 20A 3.2 kohm 20F770 = 
> CONTINUED > > CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 
POWER — GENERAL PURPOSE 


P&B 20A POWER RELAYS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


788 SERIES PLUGGABLE RELAY MODULES (CONT.) 


Coil Contact Coil Price Each Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-49+ Mfg. Part No. Description Stock No. 1-1-4+ 
SPDT, Quick Connect @ 788-113 Rail Mounted Terminal Blocks 79K2241 1.82 
@ S87R5D2B1D1-12 12 VDC 20A 50 ohm 20F771 34.61 @ 788-120 Wago 788 Series Relays 28K2298 4.95 
@ S86R5A1B1D1-120 120 VAC 20A 800 ohm 17M2955 = PIM_84750 
@ S87R5A2B1D1-120 120 VAC 20A 800 ohm 17M2958 oe 
@ S87R5A2B1D1-240 240 VAC 20A 3.2 kohm 20F767 = 859 SERIES SLIM RELAYS ® 


PIM_3299 


12 - 16A POWER PCB RELAYS RZ SERIES 
Specifications 

© 1 pole 12/16A, 1 CO or 1 NO contact 

© DC-coil 400 mw 

@ 5kV/10 mm coil-contact, reinforced insulation 

@ Ambient temperature 85°C, HOT version for 105°C 
© Product in accordance to IEC60335-1 
Applications 

@ Household appliances 

© Boiler control 

© Timers 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


2 


® Garage door control © bs 
@ POS automation 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ 
SPDT, Solder 
@ RZ03-1C4-D005 5 VDC 16A 60 ohm 79R1652 1.42 
@ RZ01-1C4-D012 12 VDC 12A 360 ohm 79R1649 1.55 
@ RZ01-1C4-D024 24 VDC 12A 1.44 kohm 79R1650 41.59 
@ RZ03-1C4-D024 24 VDC 16A 1.44 kohm 79R1654 1.55 
SPST-NO, Solder 
@ RZ03-1A4-D012 | 12 VDC 16A 360 ohm 79R1651 2155) 
PIM_178858 


SCHRACK 5A PC BOARD RELAYS 


@ Single contact relays, SPDT 

© Cadmium free contact material 

© Nominal coil power: 5A @ 250VAC 

© Dimensions: iinches (mm): 0.787 (20.0)L x 0.394 (10.0) 


ZTE 


connectivity 


AUTHORIZED DISTRIBUTOR 


Wx 0.394 (10.0)H ROHS at 
© Latching models also available, go online or call. Available 


Adis 


° 


> 


Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
SPDT, Solder 
@ PE014005 5 VDC 5A 125 ohm 36K2009 3.94 
@ PE014012 12 VDC 5A 685 ohm 36K3449 4.26 
@ PE014024 24 VDC 5A 2.725 kohm 36K3450 3.78 
PIM_13027 


788 SERIES PLUGGABLE RELAY MODULES 


DIN-rail mount relays feature CAGE CLAMP® 
technology with up to 16A and 250V of switching 
power. Relays are 15mm pluggable. Allow for 
addition of switch status indication, free-wheeling 
diode. Dual jumper slots plus separation between 
coil and load side. Includes relay, terminal base and 
plug-in status indicator. 


WAGo. 


RoHS _ 

Compliant 

Available 
OF 


Coil | Contact Price Each 
Mfg. Part No. Voltage Current Stock No. 1-24+ 
SPDT, Screw 
@ 788-304 24 VDC 16A 28K2303 27.44 
@ 788-507 115 VAC 16A 28K2305 31.48 
SPST, Screw 
@ 788-303 12 VDC 16A 04M4794 27.44 
@ 788-506 24 VAC 16A 04M4796 27.89 
> CONTINUED > 
924 


DIN-rail mounted relays feature slim 6mm wide package, 
jumper system, marking system and switch status 
indication. 1 changeover contact, SPDT. Wire size: 28-14 


CONNECTIONS 
RoHS _ 
Compliant 
Available 


AWG. Switching current/voltage up to 5A/250V. 
@).. 
Coil Contact Price Each 
Mfg. Part No. Voltage Current Stock No. 1-24+ 
SPDT, Screw 
@ 859-302 5 VDC 5A 04M4817 43.64 
SPST, Screw 
@ 859-303 12 VDC 5A 28K2321 43.64 
@ 859-354 24 VDC 5A 04M4819 45.18 
@ 859-357 115 VDC 5A 12M6719 57.22 
Price Each 
Mfg. Part No. Description Stock No. 1-1-24+ 
@ 859-304 5 Positions DIN Rail Mount 04M4818 38.59 
@ 859-525 Wago Rail Mounted Terminal Blocks 94H6992 1.07 
PIM_84734 
MICROSERIES C1D2 RELAYS MRS SERIES Weidmiiller 2 


© C1D2 approved for use in hazardous locations 

@ Relay module interchangeable 

© Space saving 6.1mm width 

@ Pluggable cross-connection at input and output minimizes 
the wiring workload 

@ Integrated RC circuit at input available, protecting from 
leakage current on control side é 

© Integrated polarity protection for quick and safe installation ¥ 
of the relays 

@ Integrated LED status indicators for easy and instant 
troubleshooting and minimized machine downtime 


a 


» y iG b, 


wet 
eee 


RoHS — 
Compliant 
Available 


a 


Price Each 
Mfg. Part No. Description Stock No.| 1-1-9 _ 
@ 8967340000 MICROSERIES Relays 6575836 = 
@ 8967360000 | Weidmuller RSS Measuring & Monitoring Relays, AC/DC Coil Type | 50R8852 = 
8967370000 | Weidmuller RSS Measuring & Monitoring Relays, AC Coil Type | 50R8853 = 


PIM_163126 


P&B RELAY SOCKET USAGE GUIDE AND 
ACCESSORIES 


RoHS _ 
Compliant 
Available 


ZTE 


connectivity 


AUTHORIZED DISTRIBUTOR 


27E122 27E123 


ou a 


276460 276461 
27E396 27E462 
Please see corresponding relay series for socket pricing. 
No. of Price Each 
Mfg. Part No. Pins Stock No. 1-9+ 
Bracket, Solder Lug 
@ 27E152 16 Pins 57F3443 2, 
Bracket, Solder Lug, 10 Pins Relay Socket 
@ 27446 10 Pins 77B3085 4.59 
@ 27E317 10 Pins 77B3082 1.75 
DIN Rail, Panel, Screw, DIN Rail, Panel Relay Socket 
@ RM78705 | 11 Pins 17M1781 19.51 
> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 
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P&B RELAY SOCKET USAGE GUIDE AND ACCESSORIES (CONT.) P&B RELAY SOCKET USAGE GUIDE AND ACCESSORIES (CONT.) 
No. of Price Each For Use Price Each 
Mfg. Part No. Pins Stock No. 1-9+ Mfg. Part No. Type With Stock No.| 1-1-9+ 

DIN Rail, Screw @ 35D070 Enclosure Kit TE Connectivity Relays 24F1322 4.13 
@ 27E1039 5 Pins 93F4519 4.35 @ 406432 Plastic Insulator TE Connectivity K10, KH/KHA, KRPA, | 46F3618 2.07 
© 275891 8 Pins 46F3587 Oe KUP, MT, PT, oe RM Series 

© 27E1038 Bling eses005 ea © 200419 Hold Down Spring | TE Connectivity KRP Series Relay| 46F3620| 2.84 
@ MR78750 11 Pins 16F1003 9.19 Sockets 

DIN Rail, Screw, 16 Pins Relay Socket @ 20C176 Hold Down Spring | TE Connectivity KRP, KRPA Series | 57F3400 2.12 
@ 27E461 16 Pins 70B786 18.62 Relays 

DIN Rail, Screw, 22 Pins Relay Socket @ 24A072 Twist Mounting Clip | TE Connectivity K10, KH/KHA, KRPA, | 57F3421 1.54 
© 276462 22 Pins 70B6149 51.10 KUP, MT, PT, nis pe 

DIN Rail, Screw, 7 Pins Relay Socket @ 200297 Hold Down Spring | TE Connectivity K10, KHA, KHS| 67F3896| 0.40 
@ 27E460 7 Pins 98F040 30.65 Series Relays 

DIN Rail, Screw, 8 Pins Relay Socket @ 24A110 DIN Rail Mounting Track | TE Connectivity K10, KH, KHA Series | 46F3617 16.91 
© 27E895 8 Pins 46F3590 11.84 : _Relays_ 

DIN Rail, Screw, Socket, Screw/DIN/Snap, 11 Pin, for CB, CD, CG, CH, CK, CNM5, CNS, CR, © 200318 Hold Down Spring | TE Connectivity K10 Series Relays | 46F3619 | 1.32 
CS Series @ 200254 Hold Down Spring TE Connectivity KU Series Relays | 50F9528 0.27 
@ 27892 11 Pins 46F3588 14.57 @ 200217 Hold Down Spring | TE Connectivity KHA, KHS Series) 57F3402 0.52 
Panel, Quick Connect, Quick Connect Relay Socket - - Re ays 

@ RM78700 11 Pins 36K2033 4.80 @ 200228 Hold Down Spring TE Connectivity KU melies Relays | 57F3403 0.47 
Panel, Quick Connect, Socket, QC/Solder, 11 Pin, for CL & CU Series © 200250 Hold Down Spring | TE Connectivity R10 Series Relays | S7F3407 | __ 0.98 
@ 27E067 11 Pins 57F3427 4.28 @ 200251 Hold Down Spring TE Connectivity R10 Series Relays | 57F3408 0.52 
© 27E396 14 Pins 57F3466 272 @ 200259 Hold Down Spring TE Connectivity R10 Series Relays | 57F3411 0.20 
Panel. Screw @ 200300 Hold Down Spring TE Connectivity R10 Series Relays | 57F3413 0.82 
@ 27E122 8 Pins 57F3431 9.66 @ 200314 Hold Down Spring TE sain KUP Series | 95F7967 0.77 
Sie 166 14 Pins SURE 19.52 © 370845 Mounting Plate | TE Connectivity R10 Series Relays | 57F3463 | 10.97 
Panel, Screw, 14 Pins Relay Socket @ 244071 Clip TE Connectivity K10, KH/KHA, KRPA, | 20M7089 | 41.87 
@ 27E867 14 Pins 95F9228 33.78 KUP, MT, PT, R10, RKS, RM Series 

Panel, Screw, 8 Pins Relay Socket Relays 

@ 27E487 8 Pins 67F3897 12.91 @ 200249 Wire Retainer TE Connectivity R10 Series Relays | 57F3406 0.67 
Panel, Screw, Socket, Screw, 11 Pin, for CB, CD, CG, CH, CK, CN1, CNS, CNT Series PIM_3293 

@ 27E123 11 Pins 57F3432 10.68 

Panel, Screw, Socket, Screw, 11 Pin, for CL & CU Series DG34 SERIES AUTOMOTIVE aaau 

@ 27E121 11 Pins 57F3430 14.95 INDUSTRIAL POWER RELAYS RAKOOL 
Panel, Screw, Socket, Screw/DIN/Snap, 11 Pin, for CL & CU Series Features: 
eo7E002—~C~C~C:C:CCCCCCTTCOCS)..-»«4@] ins””””~”*«di 0s | TS @ High resistance to inrush current 

@ 27E893 = 11 Pins : 46F3616 18.47 © For PCB or chassis mounting 

Panel, Screw, TE Connectivity KHA, KHS, & PT Series Relays © Flat insert faston terminal options 

@ 27E894 14 Pins 46F3589 19.86 @ AC and DC coils 

Specifications: 

Panel, Solder Lug = @ Max. inrush current: 80A 

@ 27E928 20 Pins 46F7523 24.72 © Contacts: SPST-NO 

Panel, Solder Lug, 10 Pins Relay Socket © Contact material: AgCdO ecMin Switch ra 

Di @ Max switching voltage: 277VAC, 30VDC In switching current: 10m, 
@ 27E162 : 10 Pins S7F3444 2.15 @ Min switching voltage: 10VACIDC © Insulated rated voltage: 250VAC 
Panel, Solder Lug, 16 Pins Relay Socket © Mechanical life: 10million cycles 
Pj Ss 

@ 27E163 16 Pins 57F3445 2.05 cll ole Cal Price Each 
Panel, Solder Lug, 22 Pins Relay Socket Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
@ 27E127 22 Pins 57F3435 4.01 SPST-NO 

Panel, Solder Lug, 2 Pins Relay Socket DG34-1021-36-1012-F 12 VDC 30A 144 ohm 59P3464 4.35 
@ 276125 2 Pins 57F3433 147 PiM_145374 


Panel, Solder Lug, 4 Pins Relay Socket 


@ 27E126 4 Pins 57F3434 1.32 
Panel, Solder Lug, 8 Pins Relay Socket 60-604 AUTOMOTIVE RELAYS mE URAKOOL 


@ 276488 8 Pins 67F3898 2.87 RoHS 

Panel, Solder Lug, Socket, Screw/Solder, 11 Pin, for CL & CU Series Gepeinaan 

@ 27043 11 Pins 57F3424 4.18 

Panel, Solder Lug, TE Connectivity KHU & KHAU Series Relays 

@ 27E006 14 Pins 57F3422 1.58 

Through Hole 

@ 27E937 8 Pins 93F4517 2.55 

@ 27E007 14 Pins 57F3423 2.40 

Through Hole, 10 Pins Relay Socket 

@ 27212 10 Pins 95F7965 3.78 PC Board Plug-in 

@ 27E128 10 Pins 57F3436 3.28 © High resistance to inrush current © High continuous DC current capacity 

Through Hole, 16 Pins Relay Socket @ Ideal for DC motor control © Contact material: AgNi0.15 

© 27E129 16 Pins 57F3437 2.98 @ Industry standard size and footprin @ Power consumption: 1.6W (1.81W with resistor) 

Through Hole, 22 Pins Relay Socket Mfg. part no. with suffix “DR” has diode option, suffix “RY has resistor option. Insulation dielectric strength coil 

i ; contact: 500Vrms/1min. 30A versions available; go online or call. 

@ 27E130 22 Pins 57F3438 3.81 Coil Coil Price Each 

Through Hole, 8 Pins Relay Socket - Mfg. Part No. Voltage Resistance Stock No. 1-9+ 

© 27E489 : 8 Pins : 67F3899 4.25 SPDT, Covered, dust cover IP54, Flat Blades 

Through Hole, Socket, PCB, 11 Pin, for CL & CU Series © DG85B-8011-76-1012 12 VDC 90 ohm 30M9192 nae 

S2750K — UE piEsAes oral © DG85B-8011-76-1012-DR 12vDC 90. ohm 30M9193 9.05 

Through Hole, TE Connectivity KHA, KHS, & PT Series Relays ® DG85C-7011-76-1012 12 VDC 90 ohm 59P3468 10.53 
oars Ping | 8SFTVGG | 2.59“ G85B-B0tT-76-1024 24 VDC 330 ohm 30M9194 8.94 

@ 27220 14 Pins WCE 2.02 © DG85B-8011-76-1024-DR 24 VDC 330 ohm 30M9195 a7 

Through Hole, Through Hole, Relay Socket @ DG85B-8011-76-1024-R 24 VDC 330 ohm 30M9196 8.95 

@ RP78602 8 Pins 48F1291 = 

> CONTINUED > > CONTINUED > 
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60-80A AUTOMOTIVE RELAYS (CONT.) 


@ Indicates RoHS Compliant 


40A AUTOMOTIVE RELAYS (CONT.) 


4] Find Datasheets Online 


Coil Coil Price Each 
Mfg. Part No. Voltage Resistance StockNo. [  1-9# 
SPDT, Covered, dust cover IP54, PCB 
@ DG85B-8011-75-1012 12 VDC 90 ohm 30M9190 2.85 
@ DG85B-8011-75-1024 24 VDC 330 ohm 30M9194 8.94 
SPDT, Covered, sealed IP67, Flat Blades 
@ DG85B-8011-36-1024-R 24 VDC 330 ohm 30M9189 9.88 
SPDT, Covered, sealed IP67, PCB 
@ DG85B-8011-35-1012 12 VDC 90 ohm 30M9187 7.76 
@ DG85B-8011-35-1024 24 VDC 330 ohm 30M9188 9.75 
SPDT, Cover with mounting bracket, Flat Blades 
@ DG85B-8011-96-1006-M1 6 VDC 22 ohm 30M9197 9.82 
@ DG85B-8011-96-1012-M1 12 VDC 90 ohm 30M9185 8.94 
@ DG85B-8011-96-1012-M1R 12 VDC 90 ohm 30M9199 8.32 
@ DG85B-8011-96-1012-S1 12 VDC 90 ohm 30M9200 10.30 
@ DG85B-8011-96-1012-S1R 12 VDC 90 ohm 30M9201 7.84 
@ DG85B-8011-96-1024-M1DR 24 VDC 330 ohm 30M9186 8.51 
@ DG85B-8011-96-1024-M1 24 VDC 330 ohm 30M9202 9.53 
@ DG85B-8011-96-1024-S1R 24 VDC 330 ohm 30M9204 Ta 
SPST-NO, Covered, dust cover IP54, Flat Blades 
@ DG85B-8021-76-1012-DR 12 VDC 90 ohm 30M9184 5.98 
@ DG85C-8021-76-1012 12 VDC 90 ohm 30M9206 5.81 
@ DG85D-7021-76-1012 12 VDC 90 ohm 59P3469 10.01 
SPST-NO, Covered, dust cover IP54, PCB 
@ DG85B-8021-75-1012 12 VDC 90 ohm 30M9183 5.63 
@ DG85C-8021-75-1012 12 VDC 90 ohm 30M9205 3.69 
@ DG85C-8021-75-1024 24 VDC 330 ohm 30M9210 10.20 
SPST-NO, Cover with mounting bracket, Flat Blades 
@ DG85B-8021-96-1012-M1 12 VDC 90 ohm 30M9198 8.67 
@ DG85C-8021-96-1012-M1 12 VDC 90 ohm 30M9207 10.79 
@ DG85C-8021-96-1024-M1 24 VDC 330 ohm 30M9208 10.34 
@ DG85C-8021-96-1024-M1DR 24 VDC 330 ohm 30M9209 12.43 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-9+ 
@ DZ85-4-WH Relay Socket | Wire Harness, 80A & 100A Relays 30M9211 2.78 
@ DZ85AB-5-PCB Relay Socket 40A & 60A Relays 30M9212 2.65 
@ DZ85AB-5-WH1 Relay Socket Wire Harness, 40A & 60A Relays 30M9213 1.65 
@ DZ85AB-5-WH2 Relay Socket Wire Harness, 40A & 60A Relays 30M9214 3.97 
PIM_90363 
SRZ SERIES 30A AUTOMOTIVE RELAYS 
30A switching capability IMO 


Ambient temperature -40°C to 125°C 

SPNO and SPCO contacts 

Max. switching voltage: 27VDC 

Ambient temperature: -40°C to 125°C 

Sealed and Dust cover options 

Optional parallel diode or transient suppression resistor 
Contact gap = 0.6mm 


RoHS 
Compliant 
Available 


Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-49+ 
SPDT 
@ SRZ-1CT-DL-12VDC 12 VDC 30A 90 ohm 74R1555 9.48 
@ SRZ-1CT-DL-24VDC 24 VDC 30A 360 ohm 74R1556 5.58 
PIM_177579 
40A AUTOMOTIVE RELAYS | ri? 
Features: I Y 1 m 
@ Relay available with shoulder and diode U Ico 9 
Specifications: pos liane 
© Nominal voltage: 6-24VC Avaliable 
@ Max. switching voltage: 75VDC. 
@ Max. switching current: 40A @) G 
@ Max. switching power: 420mW 
@ Mechanical life: 10million operations 
@ Max. operate time: 10ms 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-99+ 
SPDT, No Shoulder 
@ MC25116 12 VDC 40A 90 ohm 12P9617 3.55 
SPDT, With Shoulder 
> CONTINUED > 
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@ MC25115 12 VDC 40A 


90 ohm 12P9616 


3.05 


PIM_136128 


R51 SERIES AUTOMOTIVE RELAYS 
Features: 

® 0.250” (6.35mm) Quick-connect terminals 

@ Industry standard pinout 

@ SPST & SPDT versions available 
Specifications: 

Contact material: AgSnO alloy 


NTE 


ELECTRONICS, INC. 


GeRiin 

Compliant 

@ Mechanical Life: 10,000,000 a 
operations (18,000 operations/hr) 


© Operate time: 20 mS max © Electrical Life: 100,000 operations (1,200 
© Release time: 20 mS max operations/hr) 
® Dielectric strength: 500VRMS © Std. Weight: 1.1 oz (31 gram) approx 
© Operating temperature: -40°C to +125°C 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-49+ 
SPDT 
@ R51-5D40-12F 12 VDC 50A 90 ohm 10M0348 = 
SPST-NO 
@ R51-1D40-12F 12 VDC 50A 90 ohm 10M0347 — 
@ R51-1D70-12P 12 VDC 70A 90 ohm 51M8998 — 
For Use Price Each 
Mfg. Part No. Type With Stock No.| 1-1-49+ 
@ R95-160 PCB Socket R51 Series Automotive Relays | 11R7913 = 
@ R95-160A | Automotive High Current Socket /R51 Series Rie Automotive | 11R7914 — 
elay 
@ R95-188 Relay Socket R51 Series Automotive Relays | 32M3519 = 
PIM_121123 
AUTOMOTIVE POWER RELAYS 


® Coil voltage: 12VDC 
© Operating voltage: 10 - 16VDC 
© Coil resistance: 780 +10% 

e 
e 


Operating ambient temperature: -40°C to 125°C 


Max. resistive load: SPST: 40A, SPDT: 40A(NO)/20A(NC) 


OMRON. 


ELECTRONIC COMPONENTS 


RoHS _ 
Compliant 
Available 


Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4+ 

SPDT, Metal 
@ G8JN-1C6T-F-DC12 12 VDC 35A 74 ohm 8906834 = 
SPDT, Molded plastic 
@ G8JN-1C7T-MF DC12 12 VDC 35A 74 ohm 17M6696 = 
SPDT, Standard Cover 
@ G8JN-1C7T-R-DC12 12 VDC 35A 74 ohm 89C6839 = 
@ G8JN-1C7T-DC12 12 VDC 35A 74 ohm 17M6695 = 
SPDT, Weatherproof 

G8JN-1C6T-DC12 12 VDC 35A 74 ohm 89C6833 pas 
PIM_75501 
40A AUTOMOTIVE RELAYS 


=e 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
tf Ge tinpiat 
661 Available 
(16.8) 
+ 
705 
(17.9) 
1432874-1 Plug-in 
Continuous contact rating of 40A @ 23°C. Shrouded and weatherproof dust covers also available; go online 
or call. 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ 
@ 1432872-1 6 VDC 40A 90 ohm 21M4887 = 
@ 1432869-1 12 VDC 40A 90 ohm 21M4883 6.30 
SPDT 
@ 1432873-1 6 VDC 40A 22.5 ohm 21M4888 4.02 
@ 1432786-1 12 VDC 30A 79.5 ohm 10M5433 5.42 
@ 1432868-1 12 VDC 35A 90 ohm 21M4882 3.83 
@ 1432785-1 12 VDC 35A 90 ohm 52K4826 4.65 
@ 1432791-1 12 VDC 40A 90 ohm 52K6431 5.62 
> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


AUTOMOTIVE RELAYS 


40A AUTOMOTIVE RELAYS (CONT.) CURRENT CONTROL RELAYS (CONT.) 
Coil Contact Coil Price Each Supply | Monitoring |Contact} Power Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-24+ Mfg. Part No. | Contacts | Voltage Range Current | Consumption | Stock No. 1-9+ 
SPDT DIN Rail, Screw 
@ 1432790-1 12 VDC 40A 90 ohm 55K3124 a 84871033 | SPDT | 120VAC 100mA-10A 8A 3VA 73C4805 | 230.62 
@ 1432876-1 24 VDC 35A 360 ohm 21M4905 4.20 @ 84871120 | SPDT | 240V 2mA-500mA 5A 3.5VA 86K0428 | 173.70 
@ 1432826-1 24 VDC 35A 360 ohm 52K4830 3.80 PIM_31876 
@ 1432874-1 24 VDC 40A 317.5 ohm 21M4902 3.54 
@ 1432875-1 24 VDC 40A 317.5 ohm 21M4904 3.69 Current Transformers 
@ 1432795-1 24 VDC 40A 360 ohm 44K0222 2.22 = 
© 1432797-1 24 VDC 40A 360 ohm 17M3431 2.70 Input Frequency EY 
> Mfg. Part No. Current Range Stock No. 1+ 
@ 1432870-1 24 VDC 40A 360 ohm 21M4885 ae M5 5A 40 Hz to 1 kHz 05m4234 719104 
@ 1432871-1 24 VDC 40A 360 ohm 21M4886 ons @ M20 0A 40 Hz to 1 KHz 054233 1 el 
SPST A82-2025 25A 40 Hz to 1 kHz 83F8777 258.00 
@ 1432782-1 12 VDC 30A 90 ohm 21M4719 14.46 @ AB2-2050 50A 40 Hz to 1 kHz 05M6311 364.71 
Oss 2801 eae ce aohin PAMABT = © A82-20250 250A 40 Hz to 1 kHz 83F8778 258.00 
@ 1432772-1 12 VDC 35A 90 ohm 57K9734 7.59 @ A82-20500 500A 40 Hz to 1 kHz 96F1355 258.00 
@ 1432867-1 12 VDC 40A 90 ohm 21M4844 _ 
PIM_5599690 
PIM_3273 
CURRENT CONTROL RELAYS LA R ZET 
CURRENT MONITORING RELAYS Detect over or under current conditions. Model HIH detects Ys Cc oO u 


area 


The ABB current monitoring relays CM-SRS. reliably monitor AC or DC current with adjustable threshold and hystersis, yA ED ERM RoHS _ 

the occurence of currents that exceed or fall below the selected ~ P | Op aD and with or without latching function. The MIC series has deve’ L mapa 

threshold value. The functions overcurrent or undercurrent a built-in current transformer and detects AC over or under i 

monitoring can be preselected. current with adjustable threshold. Output: SPDT 5A. Supply (%),, 
voltage: 24 - 240VAC/DC. 


Supply Contact Power Price Each . 
Mfg. Part No. | Contacts | Voltage | Monitoring Range | Current | Consumption | Stock No. 1+ Supply Contact Power Price Each 
DIN Rail, Screw Mfg. Part No. | Contacts | Voltage | Monitoring Range | Current | Consumption | Stock No. 1-9+ 
DPOT | 240V 3mA-1A 4A _750mW | 66Y0760| 296.74 DIN Rail, Screw, El Series 
PIM_ 5542787 84871030 SPDT | 24VDC 100mA-10A 8A 3VA 8102841 | 209.68 
DIN Rail, Screw, HIH Series 
@ 84871130 | SPDT | 240V 1mA-10mA 5A 3.5VA 86K0430 | 173.70 
1-PHASE CURRENT TRANSFORMERS AND TRANSDUCERS : : 
DIN Rail, Screw, MIC Series 
CARLO GAVAZZI =“ @ 84871122 | SPDT | 240V 2A-20A 5A 3VA 86K0429 | 147.01 
Z, 
e LE, . y Price Each 
idl . RoHS Mfg. Part No Description Stock No 1-1-9+ 
at ~ Gap einpian g.Fa - - P = 
es ’@ Available 81507720 Pneumatic Impulse Generator 34B3523 204.62 


A é, ¥ C € PIM_14030 


i j EB3C SERIES INTRINSICALLY SAFE BARRIERS 
| © Intrinsic safety contact barriers D E Cc 
@ |EC60079 compliant 
DIAS MI ee @ Dry-contact switches with 0.50 maximum contact 
© One of the widest ranges of CTs in the industry © Some are for use with Carlo Gavazzi set-point resistance can be connected to the EB3C 
@ Transistor or analog output relays, which provide relay output and adjustable © Compact and lightweight 
© LED indications - : delays/hysteresis © 8-and 16-circuit types are available in common wiring (). 
© DIN-rail or chassis mounting types, ideal for connection to PLCs. ors 
Housed in a compact 3.2H x 0.7W x 2.4D” housing. DIA53 series snaps directly onto DIN rail. Features and © Universal AC power voltage (100 to 240V AC) Gee simpian 
adjustable set point, LED and transistor output. Thru-hole: 0.47”. UL recognized, CE compliant. © No grounding required Available 
5 ® |DEC’s original spring-up terminal minimizes wiring time 
Contact Price Each 
Mfg. Part No. Contacts Monitoring Range Current Stock No. 1+ 
DIN Rail, Screw - 
@ DIA53S72420A SPST-NO 2A-20A 100mA 05M4087 189.87 | Price Each 
Pi 2863 Mfg. Part No. Output Channels Stock No. 1-4+ 
_ @ EB3C-RO2AN 2 30Y9408 245.74 
@ EB3C-RO3AN 3 3079410 257.81 
CURRENT CONTROL RELAYS CA CROUZET 2200050 : aa == 
Features: Le J 
® Controls AC/DC currents, with or w/o memory SIC abs EBSCROBAN | 808A] 340,74 
@ When current reaches the set point the output changes jueaa2 Ose @ EB3C-R10AN 10 309420 547.06 
state at the end of the selected time delay . Available BiceaKeons 


© Once the current drops below the hysteresis (% of the Ho 

threshold) the output changes instantly G us 
@ In memory mode the relay remains in the faulted 

condition until the unit is reset manually 
© HDI & El are over or under current monitors 
Specifications: , 
© Display precision: +10% of full scale 
Digital probe input circuit: Volt-free contact a 
Min. pushbutton activation duration: 50ms Tanges covering 0.5 — 50 amperes 
Max. input current: 1mA © Built-in toroidal through-hole current transformer 
Max. length of probe cables: 100m © Outputs: 8A allows easy ateese & multiple loops for in- 

creased sensitivity 

Adjustable time delay on fault trip 
LED indicates fault condition 
140A SPDT output contacts 
Encapsulated for protection in harsh environ- 
ments 


> CONTINUED > > CONTINUED > 
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CAH SERIES CURRENT SENSING RELAYS 
: MACROMATIC 


Monitors single phase AC current 
© Can be used as either an overcurrent or Gepeirs fant 

Available 
cds 


undercurrent relay 


@ Three separate adjustable fault trip current 


RELAYS, SOLENOIDS & CONTACTORS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


CAH SERIES CURRENT SENSING RELAYS (CONT.) 3-PHASE MONITORING RELAYS (CONT.) 
Supply Contact Price Each Switching Contact Price Each 
Mfg. Part No. Contacts | Voltage | Monitoring Range | Current | Stock No. 1-14+ Mfg. PartNo. | Monitoring Range Voltage | Contacts | Current | Stock No. 1+ 
Panel, Quick Connect DPA01 Series, DIN Rail, Screw 
@ CAH20A8BD SPDT 24V 2A-20A 10A 4070227 | 173.69 DPA01DM23 177VAC-275VAC. 250VAC DPDT 8A 16C3175 220.80 
@ CAH20A2BD SPDT 120VAC 2A-20A 10A 40T0199 | 189.12 @ DPA01CM44 177VAC-550VAC. 250VAC SPD 8A 05M4095 183.00 
PIM_196179 DPA01DM48 323VAC-550VAC 250VAC DPDT 8A 16C3176 230.00 
@ DPA01CM60 323VAC-690VAC 250VAC SPD’ 8A 8904381 263.00 
CURRENT SENSING RELAYS DPAS1 Series, DIN Rail, Screw 
© Monitor AC or DC currents with one Relay. OmrROnN. @ DPA51CM44 177VAC-550VAC. 250VAC SPD’ 5A 67C0900 222.00 
e aaah commercially available CTs (CT secondary side: 0 to 1 Aor ELECTRONIC COMPONENTS DPA53 Series, DIN Rail, Screw 
10 5A). : : @ DPA53CM48 320VAC-480VAC. 250VAC SPD 5A 05M4097 250.00 
© Settings for the operating value, hysteresis, startup - - 
lock time, and operating time. DPB01 Series, DIN Rail, Screw 
© Width of 17.5 mm to reduce space required in panels. @ DPBO1CM23 177VAC-275VAC 250VAC SPD 8A 16C3179 313.92 
@ Push-In Plus Terminal that reduce wiring work. The 
use of cage clamps enables wiring with bare stranded e PrBvle S2BVACATEVAG 250VAC SPD 8A 06M3827 327.00 
wires. Double-insertion holes for crossover wiring (all DPC01 Series, DIN Rail, Screw 
ieee ' er @ DPCO1DM23 177VAC-275VAC. 250VAC SPD 8A 16C3183 386.73 
e isted for easy shipping to North America. 
@ Models added with transistor outputs for superior @ DPCO1DM48 323VAC-550VAC 250VAC SPD 8A 1603184 441.00 
contact reliability. @ DPCO1DM69 510VAC-793VAC. 250VAC SPD 8A 8904384 441.00 
Detect errors in motors and other equipment through PPA01 Series, Socket, Quick Connect 
current changes. Use in either overcurrent or undercurrent @ PPADICM44 177VAC-475VAC 250VAC SPD’ BA 054257 147 84 
de. - 
pa - PIM_90587 
Supply Power Price Each 
Mfg. PartNo. | Contacts | Voltage | Monitoring Range | Consumption | Stock No. 1-4+ 
DIN Rail, Screw C-LYNX PHASE CONTROL RELAYS LA CROUZET 
K8DT-AS1CD SPDT 24V 2mA-500mA 1.8VA 91Y2569 230.92 Y 
K8DT-AS2CD SPDT 24V 100mA-5A 1.8VA 912573 230.92 Nyaa Siu pa 
PIM_5736649 EH wm —_ 
Supply Power Price Each 4 ] 
Mfg. Part No. Voltage Consumption Stock No. 1-19+ ua oa 
SPDT, 15 A, DIN Rail, Screw MWU HWUA 
@ 831VS-120A 120VAC 1.2VA 10M6581 141.18 RoHS _ 
© 831VS-240A 240VAC 7.2VA 27K6783 142.94 Gee tinoiat 
PIM_5570040 C € 
PHASE MONITORING RELAY maid (Or 
@ Phase sequence monitoring and phase failure detection (Three phase) 
e PA [ID aD H3US M3US 
@ Phase unbalance monitoring Protect equipment from problems with 3-phase power. Models available to protect against phase loss, phase 
@ Voltage monitoring reversal, under and over voltage. All models are multi-voltage at 50 / 60 Hz. LED indication for power and output 
@ Selectable phase sequence monitoring status. 5A output. 
@ Automatic phase sequence correction Saith C Price Each 
5 A ahs itching ‘ontact 
Only reliable and continuous monitoring of a three-phase ade wi 
network guarantees the trouble-free and economic operation of My! Mfg. Part _ Monitoring Range Voltage Contacts | Current | Stock No. elas 
machines and installations. ay : H3US Series, DIN Rail, Screw 
‘ @ 84873220 = 250V DPDT 5A 5870810 189.14 
HSV Series, DIN Rail, Screw 
Switching Contact Price Each e 84874320 ae 250VAC SPDT 5A 87K6163 204.34 
Mfg. Part No. Monitoring Range | Voltage | Contacts | Current | Stock No. 1+ HWUA Series, DIN Rail, Screw 
CM-PFE Series, DIN Rail, Screw @ 84873026 194VAC-528VAC 250V DPDT 5A 86K0445 227.54 
1SVR550824R9100 | 208VAC-440VAC | 250V SPDT 4A 66Y0684 | 77.54 M3US Series, DIN Rail, Screw 
PIM_5542774 @ 84873222 ae 250V SPDT 5A 5870811 176.45 
MWA Series, DIN Rail, Screw 
3-PHASE MONITORING RELAYS Wy @ 84873024 183VAC-528VAC 250V SPDT 5A 86K0443 161.46 
MWS2 Series, DIN Rail, Screw 
Camo Gana @ 84873021 183VAC-484VAC 250V DPDT 5A 86K0440 121.84 
y MWUA Series, DIN Rail, Screw 
RoHS — @ 84873025 183VAC-528VAC 250V SPDT 5A 86K0444 200.47 
Ose MWU Series, DIN Rail, Screw 
Al G @ 84873023 183VAC-528VAC 250V SPDT 5A 86K0442 138.50 
PIM_31879 
nee PHASE MONITOR RELAYS MACROMATIC 


DIN Rail 


Mini DIN Rail 
© One of the widest offerings available in the industry @ Some models feature adjustable set-point, time 


© For 3-phase voltages up to 660VAC 
© For detection of phase loss, reversal and/or @ Diagnostic LED indication 
asymmetry errors © For DIN-rail or 11-pin socket mounting 


DPA/PPA series monitors phase sequence/loss and regenerated voltages (up to 70%); additionally the DPA53 
series protects against under voltage conditions. DPB series features an adjustable delay of 0.1 to 30 sec. 
DPC series additionally protects against phase asymmetry errors, offers a selectable 1 or 6 second delay upon 
power-up and two separate outputs and time delays for over and under voltage. PPA series: 3.2H x 1.4W x 
3.4"D. DPA01/DPB01 series: 3.2H x 0.9W x 3.9"D. DPA51 and DPAS53 types: 3.2H x 0.7W x 2.6"D. DPC01 
type: 3.2H x 1.8W x 3.9"D Powered by three phase mains voltage, 5A SPDT output and up to four diagnostic 
LEDs. 


delay and hysteresis 
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928 


RoHS 

Compliant 

Available 
@®. 

° 
CALs 


PMPU PAP 


© Multi-color LED indicates normal condition and 
defines fault to simplify troubleshooting 

@ 45mm DIN-style surface-mount case (PMDU) 

© PAP series protects against phase loss and 
phase reversal and has adjustable under voltage 
protection of 75 - 95% of normal. 

© LED indicates both normal and fault conditions 


© Universal voltage range of 208 to 480VAC 

® Protects against phase loss, phase reversal, phase 
unbalance, undervoltage and overvoltage 

© User-adjustable settings for time delay on under- 
voltage dropout, percent unbalance, time delay on 
restart and undervoltage setting for the ultimate in 
three-phase protection 

@ Automatic or manual reset 


> CONTINUED > 
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PHASE MONITORING RELAYS 


PHASE MONITOR RELAYS (CONT.) 

PMPU AND PMDU SERIES 

PMDU SERIES 

Output: SPDT and SPNC 10A resistive at 240VAC/30VDC, 1/2HP at 240VAC (NO only). Adjustable time- 
delay drop-out (0.1 to 20 seconds) on undervoltage prevents nuisance tripping. Temperature: -28°C to 65°C. 
Mechanical life: 10 mil. operations. Full load: 10 mil. operations. Dimensions: 4.5” H x 2.7” D x 1.8” W. UL 
recognized, CE approved. 

PAP SERIES 


VOLTAGE CONTROL RELAYS aN 
<& CROUZET 


RoHS — 
Compliant 
Available 


Output: 10A resistive at 240VAC/30VDC. Temperature: -28°C to 65°C. Dimensions: 3.5"H x 1.7"D x 2.4”W. UL 
recognized an UL listed when used with appropriate socket. Requires 600V rated socket (Type 70169-D) when 
used on system voltages greater than 300V. Order socket seperately. , 

Switching Contact Price Each 

Mfg. PartNo. | Monitoring Range Voltage Contacts | Current | Stock No. 1-14+ 
PAP Series, Socket, Quick Connect MUS/MUSE HUL/HUH 
@ PAP240 180VAC-230VAC 277VAC SPDT 10A 30€3079 | 102.27 Detect over or under voltage conditions. Models MUS and MUSF monitor the supply voltage to the unit. All 
@ PAP480 330VAC-380VAC 277TVAC SPDT 410A 2700651 100.17 models have threshold and hysteresis adjustment. LED indicators for input power and relay status. 5A outputs. 
PMD Series, DIN Rail, Cage Clamp Supply Power Price Each 
@ PMDU 190VAC-500VAC 277VAC DPDT 10A 29M7937 | 234.90 Mfg. Part No. Voltage Consumption Stock No. 1-9+ 
PMP Series, Socket, Quick Connect DPDT, 5A, DIN Rail, Screw 
@ PMPU 190VAC-500VAC | 277VAC SPDT 10A | 29M9956 | 171.03 © 84872120 264V 3.5VA 86K0431 165.17 
PIM_4085 @ 84872130 264V 3.5VA 86K0432 169.43 
SPDT, 5A, DIN Rail, Screw 
20VDC 1w 86K0433 i 
PHASE MONITORING RELAYS = aan sak seknaat ee 
Phase-sequence Phase-loss Relay OomRON. @ 84872141 : act 
© Phase loss detection while the motor is operating ELECTRONIC COMPONENTS @ 84872142 260V iw 86K0435 146.52 
@ Push-In Plus Terminal that reduce wiring work @ 84872152 260V 3.5VA 86K0437 151.59 
© Greater resistance to inverter noise 
© Width of 17.5 mm to reduce space required in panels PIM_79349 
@ UL listed for easy shipping to North America 
© Certification is pending for LR standards 
@ Models added with transistor outputs for superior contact VOLTAGE MONITOR RELAYS MACROMATIC 
reliability Over/under voltage relays and voltage band relays monitor 


either AC single-phase (50-60Hz) or DC voltages to protect 
equipment against voltage fault conditions. Output: DPDT 10A 
Resistive @240VAC/30VDC. Response time: 500ms for pick- 
up and adjustable 0.5 - 10 sec for drop-out. Voltage tolerance: 
+25%/-50% of nominal voltage. Temperature: +25° to 65°C. 


RoHS _ 
| Compliant 
= E. aiid Available 


cw US 


Switching Contact | Price Each Dimensions: 2.4 x 1.7 x 3.5 inches. UL recognized for US and USTED coors 
Mfg. Part No. Monitoring Range Voltage | Contacts | Current | Stock No. 1-4+ Canada. UL listed with relay socket mfg. part no. 70169-D; Macromatc Socket 
K8DT-PH Series, DIN Rail, Screw a sane Lage r ‘ aii 
¥ ver/under voltage relays are designed to operate when the 
KADT-PHIGN ZONAe 480VAC 250VAC SPDT 5A 912596 | 103.22 operating voltage reaches a pre-set value and drop-out when 
K8DT-PM Series, DIN Rail, Screw the operating voltage drops to a level below pre-set value. 
K8DT-PM1CN 200VAC-240VAC 250VAC SPDT 5A 91¥2598 98.00 Supply — Price Each 
PIM_5737826 Mfg. Part No. Voltage Consumption Stock No. 1-14+ 
DPDT, 10 A, Socket, Quick Connect 
MONITORING RELAYS Wy @ VAKP012D 12vDC 3VA 43K4405 153.04 
@ VAKP024D 24VDC 3VA 43K4407 129.13 
> @ VWKP024D 24VDC 3VA 43K4427 136.40 
a | y @ VAKP120A 120VAC 3VA 43K4410 149.09 
\ @ VWKP120A 120VAC 3VA 43K4430 151.79 
# —1 W6é 
weet motes z ouseteaa Ab ave PIM_84570 
ea ot ‘ger BE CE 
Le ark re 
“ih Nee © (eB VOLTAGE MONITORING RELAYS 
g y | di ® Monitor AC or DC currents with one Relay. oOmrROnN. 
a . ® Settings for the operating value, hysteresis, and operating time. 
-_ Bs a © Width of 17.5 mm to reduce space required in panels. BLECTHONC COMPONENTS 
Plug-In DIN Rail @ Push-In Plus Terminal that reduce wiring work. The use of 
 1-phase AC/DC voltage and current monitoring © 8ASPDT output cage clamps enables wiring with bare stranded wires. Dou- 
relays © Adjustable set-point, time delay and hysteresis ble-insertion holes for crossover wiring (all terminals). 
@ 3-phase AC current monitoring relay (with MP © For DIN-rail or 11-pin socket mounting © ULlisted for easy shipping to North America. _ 
Series CT) ® Models added with transistor outputs for superior contact 
Common specifications: 11-pin plug-in mount, 3.2H x 1.4W x 3.4”D (P type); DIN rail mount, 3.2H x 0.9W x 3.9"D reliability 
(D type). Adjustable set point/hysteresis, diagnostic LEDs, latching function. 115/230VAC supply, other voltages 
are available; go online or call. UL recognized, CSA certified, CE compliant. 
Multifunction AC/DC over voltage or AC over current relay with 8A SPDT output, adjustable set point and 
hysteresis, latch function, and 2 diagnostic LEDs. 
Supply Power Price Each Supply Power Price Each 
Mfg. Part No. Voltage Consumption Stock No. 1+ Mfg. Part No. Voltage Consumption Stock No. 1-4+ 
SPDT, 8 A, DIN Rail, Screw SPDT, 5 A, DIN Rail, Screw 
@ DIBO1CB235A 230VAC 4VA 05M4089 231.36 K8DT-VS2CD 24V 1.8VA 91¥2615 235.17 
@ DIB02CB23150MV 230VAC 4VA 05M4090 231.36 K8DT-VS2CA 240VAC 2.5VA 91Y2614 94.50 
@ DUA01CB23500V 230VAC 4VA 05M4100 155.52 K8DT-VW3CA 240VAC 2.5VA 91Y2626 236.97 
@ DUB01CB23500V 230VAC 4VA 05M4101 241.00 PIM_5735728 
SPDT, 8 A, Socket, Quick Connect 
@ PUA01CB23500V 230VAC 4VA 16C5112 162.00 
@ PUB02CT23 230VAC 4VA 16C5121 213.00 Dev Kit HQ 
PIM_73845 


1.800.463.9275 © newark.com 


Find the Newest Development Kits & 


Evaluation Boards from Top Suppliers 
newark.com/dev-kits 
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RELAYS, SOLENOIDS & CONTACTORS 
VOLTAGE MONITORING RELAYS 


P&B 10A SOLID STATE VOLTAGE SENSORS 
© DPDT contacts 

@ 10A @ 28VDC resistive, 120VAC resistive 

@ Molded nylon dust cover 

© Temperating rating: -10°C to +55°C 

Sound alarms, turn off equipment, or trigger auxiliary power 
source with voltage sensors which energize and de-energize 
internal relay at predetermined voltages. Solid-state sensors 
available with voltage levels fixed or knob-adjustable. Can be 
used as over-voltage or under-voltage sensor. Dimensions: 
2406L x 1.781W x 2.937°H (61.11 x 42.24 x 76.60). UL 
registered. CSA certified. Order socket separately below. 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


Supply Power Price Each 
Mfg. Part No. Voltage Consumption Stock No. 1-11+ 
DPDT, 10 A, Quick Connect, Quick Connect 
CSL-38-30010 32VDC 3W 24F2953 = 
CSL-38-40010 60VDC 3W 77B151 a5 
CSJ-38-71010 140VAC 3VA 24F2954 gas 
CSJ-38-70010 150VAC 3VA 24F2952 =e 
CSL-38-60010 150VDC 3w 67F1021 es 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-9+ 
@ 27E891 Relay Socket | TE Connectivity KRP, KRPA Series Relays 46F3587 10.32 
@ 27E122 Relay Socket | TE Connectivity KRP, KRPA Series Relays 57F3431 9.66 
PIM_2401 
MULTI-VOLTAGE CONTROL RELAYS SLRS AGE 
Features ELECTRONICS, INC. 


DPDT dry form “C” configuration per position 
Red LED illuminates when coil is energized 
Metal cover with red finish 
#14 to #22 AWG terminals 
Temp. range: -50°C to +85°C 
pplications 
HVAC 
Temperature control 
Fire alarm and security 
Energy management 
Lighting control systems 


ecoeoobpeeeece 


Contact Price Each 
Mfg. Part No. Contacts Current Stock No. 1-24+ 
SSU-MR-201/C/R DPDT TA 08N1905 55.44 
PIM_115452 
MULTI-VOLTAGE CONTROL RELAYS _SASPACE AGE 
ELECTRONICS, INC. 


SSU-PAM-SD 
SSU-PAM-2 SSU-PAM-4 
SSU-PAM-1 @) 
Features Applications 
© 100% sealed with 12”, 18 AWG flying leads @ HVAC 
@ SPDT dry form “C’ configuration © Temperature control 
@ Pre-drilled mounting screw hole and self-tapping © Fire alarm and security 
screw provided @ Energy management 
@ Double-sided tape and wire nuts provided @ Lighting control systems 
@ Temp. range: -50°C to +85°C @ Building automation systems 
Contact Price Each 
Mfg. Part No. Contacts Current Stock No. 1-24+ 

12VDC, 24VDC 

SSU-PAM-2 SPDT TA 08N1908 27.66 
20VDC to 32VDC 

SSU-PAM-SD SPDT TA 08N1906 27.66 
24VAC, 24VDC, 120VAC 

SSU-PAM-1 SPDT 10A 08N1907 27.66 
9VDC to 40VDC 

SSU-PAM-4 SPDT 10A 08N1910 27.66 
PIM_115451 
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2A LOW SIGNAL PCB RELAYS @ 
Features: multicomp 
® Sealed plastic enclosure 
@ High sensitivity RoHS ' 
Specifications: compan 
© Contact rating: 1A at 120VAC/24VDC ° 
@ Max switching voltage: 250VAC/30VDC A 
@ Max. switching power: 120VA/30W 
@ Mechanical life: 10million operations 
© Operating temperature: -30°C to 70°C 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-99+ 
DPDT, Solder 
@ MC25134 5 VDC 1A 125 ohm 12P9635 2.87 
@ MC25132 5 VDC 1A 166 ohm 12P9633 1.94 
@ MC25119 12 VDC 1A 720 ohm 12P9620 1.81 
@ MC25133 12 VDC 1A 960 ohm 12P9634 0.69 
@ MC25135 24 VDC 1A 2.88 kohm 12P9636 3.10 
@ MC25118 24 VDC 1A 3.84 kohm 12P9619 = 
PIM_136135 


R74 SERIES MINIATURE LOW SIGNAL RELAYS 


Features: 

© Compact, with low 5mm (.197”) Profile 
© Low power consumption (140mW) 

© Standard pin spacing (0.1”) 

© PC board mount 

Specifications: 

© Operate time: 3mS max 

Release time: 2mS max 

Dielectric strength: 1000VAC 

Insulation resistance: 1000MO 
Operating temperature: -40°C to +70°C 
Mechanical life: 36,000 operations/hour 
Electrical life: 1,800 operations/hour 


NTE 


ELECTRONICS, INC. 


RoHS 
Compliant 
Available 


© Std. Weight: 0.05 oz (1.5 grams) approx 


Price Each 
1-49+ 


Coil Contact Coil 


Mfg. Part No. Voltage Current Resistance Stock No. 
DPDT, Through Hole 
@ R74-11D1-5 


PIM_121124 


5 VDC 1A 178 ohm 02H7528 a 


3A SUBMINIATURE LOW-SIGNAL RELAYS 


@ SPDT contact arrangement 

© Sealed construction 

@ High sensitivity relays with pick-up coil power of 98mW 

@ Unique moving loop armature reduces relay size, 
magnetic interference, and contact bounce time 

@ Packaged for automatic insertion 

© Meets Bellcore 2.5kV surge withstand requirement 

Non-latching units feature bifurcated crossbar contacts 

for high reliability. Outside dimensions in inches (mm): 

.630(16.0)L x .390(9.91)W x .330(8.38)H. “L” in mfg. part 

no. indicates low sensitivity. UL recognized, CSA certified. 


OMRON. 


ELECTRONIC COMPONENTS 


RoHS _ 
Compliant 
Available 


Coil Contact Coil | Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 

SPDT, Solder 

@ GGE-134P-ST-US-DC3 3 VDC 2A 45 ohm 8906352 4.54 
@ GG6E-134P-STUS-DC5 5 VDC 2A 125 ohm 52F3884 4.97 
@ G6E-134PL-ST-US-DC12 12 VDC 2A 360 ohm 36K1950 4.93 
@ GGE-134P-ST-US-DC12 12 VDC 2A 720 ohm 36K1949 4.55 
@ G6E-134PL-ST-US-DC24 24 VDC 2A 1.44 kohm 89C6356 4.30 
@ G6E-134P-ST-US-DC24 24 VDC 2A 2.88 kohm 52F3886 6.50 
SPDT, Through Hole 

@ G6E-134P-ST-US-DC9 3 VDC 2A 405 ohm 1201469 4.70 


PIM_3757 


con Signal Relays 
© Ultra-miniature at 12.5 x 7.5 x 10 mm (L x W x H) 

© Wide switching power of 1 mAto1A 

@ High sensitivity: 150 mW nominal coil power con- 
sumption 

@ Fully-sealed construction offering environment resistance 

© Conforms to FCC Part 68 requirements for coil to 
contacts. (1,500 V, 10 x 160 ys) 

© Models for ambient temperatures up to 90°C added 
to series 


OMRON. 


ELECTRONIC COMPONENTS 


= 


> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 
LOW-SIGNAL RELAYS 


2A SENSITIVE MINIATURE PC BOARD RELAYS (CONT.) 


5 ; § @ High voltage breakdown: DS1E-S series) 
Mfa. Part N Pate i — R na Stock N ee @ 1500V FCC surge between contacts © Switching power: 60W, 1VA 
g-Fateho: onage uiren esistance OEKING: E © 1000VAC between open contacts (500VAC for © Switching voltage: 220VDC, 250VAC 
SPDT, Solder Applications include telecommunication equipment, office, security equipment and measuring instrumentation. 
© G5V-1-T90 DC5 BY OMZ 5 VDC 1A 167 ohm 12AC9349 2.62 Amber seal. Ambient temperature: -40°C to +70°C. Dimension: SPDT .386"H x .590°W x .390"D, DPDT .366"H 
@ G5V-1-T90 DC12 BY OMZ 12 VDC 1A 960 ohm 12AC9347 2.62 x .787'W x .390"D, 4PDT .386"H x 1.387"W x .390"D. 
@ G5V-1-T90 DC24 BY OMZ 24 VDC 1A 3.84 kohm 12AC9348 2.77 Coil Contact Coil Price Each 
PIM_5697839 Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
DPDT, Solder 
@ DS2E-S-DC5V 5 VDC 2A 125 ohm 46F5628 = 
ren un he RaknYe omrROon @ DS2E-SL2-DC5V 5 VDC 2A 439 ohm 46F5634 = 
id @ DS2E-S-DC6V 6 VDC 2A 180 ohm 64K3120 2 
ELECTRONIC COMPONENTS 
i Sees @ DS2E-SL2-DC6V 6 VDC 2A 200 ohm 46F5635 — 
— @ DS2E-S-DC9V 9 VDC 2A 405 ohm 64K3121 — 
eee @ DS2E-S-DC12V 12 VDC 2A 720 ohm 64K3115 = 
AG @ DS2E-SL2-DC12V 12 VDC 2A 800 ohm 46F5637 — 
@ DS2E-S-DC24V 24 VDC 2A 2.88 kohm 64K3116 = 
@ DS2E-SL2-DC24V 24 VDC 2A 3.2 kohm 46F5638 = 
osv.2 oavel @ DS2E-S-DC48V 48 VDC 2A 11.52 kohm 64K3118 = 
Suitable for handling low signals in computer peripherals, telecommunications, and security equipment. SPDT, Solder 
Maximum operating voltage: 125VAC, 125VDC. Maximum switching capacity: 62.5VA, 60W. Fully sealed @ DS1E-S-DC5V 5 VDC 2A 125 ohm 64K3108 5.24 
construction. Bifurcated crossbar contacts. Standard models have a power consumption rating of 500mW, carry @ DS1E-M-DC5V 5 VDC 2A 62.5 ohm 64K3106 4.37 
current: 2A. High sensitivity models have a power consumption rating of 150mW, carry current 1A, except for - 
the G5V-1 series which have a carry current of 2A. Outside dimensions in inches (mm): G5V-1: .490(12.5)L x @ DS1E-S-DCOV 9 VDC 2A 405 ohm 46F5608 5.60 
.300(7.50)W x .390(10.0)H, G5V-2: .807(20.5)L x .398(10.1)W x .453(11.5)H. @ DS1E-M-DC12V 12 VDC 2A 360 ohm 64K3105 4.78 
Coil Contact Coil Price Each @ DS1E-ML2-DC12V 12 VDC 2A 400 ohm 46F5603 4.43 
Mfg. Part No. Voltage Current Resistance Stock No. 1-94 @ DS1E-S-DC12V 12 VDC 2A 720 ohm 64K3107 7.74 
DPDT, Solder @ DS1E-SL2-DC12V 12 VDC 2A 800 ohm 46F5614 6.04 
@ G5V-2-DC3 3 VDC 2A 18 ohm 89C6076 = @ DS1E-M-DC24V 24 VDC 2A 1.44 kohm 46F5598 5.18 
@ G5V-2-H1 DC5 5 VDC 1A 166.7 ohm 35K4531 2.44 @ DS1E-S-DC24V 24 VDC 2A 2.88 kohm 46F5610 = 
@ G5V-2-H-DC5 5 VDC 1A 70 ohm 36K7454 2.46 @ DS1E-S-DC48V 48 VDC 2A 11.52 kohm 92B3292 Ue 
@ G5V-2-DC5 5 VDC 2A 50 ohm 67K9351 3.27 PIM_3678 
@ G5V-2-H1 DC12 12 VDC 1A 960 ohm 67K9352 3.83 
@ G5V-2-H-DC12 12 VDC 1A 960 ohm 36K3237 roll 4A LOW-PROFILE HIGH-SENSITIVITY RELAYS - 
© csv20012 ‘2vo0_[ 2A [268 ohm | s6nt941 | a. 21 Panasonic 
2-H 16-1.0 dia. RoHS 
@ G5V-2-H-DC24 24 VDC 1A 2.88 kohm 36K1943 2.37 pad ni Getinpian 
@ G5V-2-DC24 24 VDC 2A 1.152 kohm 36K1942 3.24 : -900 Available 
@ G5V-2-H1 DC48 48 VDC 1A 7.68 kohm 92H2730 2.98 200 A AY G 
© G5V-2-DC48 48 VDC 2A 4 kohm 67K9350 2.67 [PT eeooee TH : 
SPDT, Solder |_| Gn? 
@ G5V-1-DC3 3 VDC 1A 60 ohm 89C6068 2.07 iP10.9-00¢0+ e711 
@ G5V-1-DC5 5 VDC TA 167 ohm 36K7453 1.67 280 
@ G5V-1-DC6 6 VDC 1A 240 ohm 96B6185 1.56 4PDT 
@ G5V-1-DC9 9 VDC 1A 540 ohm 89C6069 1.50 Polarized ‘Ans 40°C to #70°C. M 30W, 62.5V/A. Withstand 
olarized units. Ambient temperature: -40°C to +70°C. Maximum switching power: , 62.5VA. Withstan 
@ GSV-1-DC12 fe NDC is ua SEH 2.25 1500V surge.Dimensions in inches (mm): DPDT: 0.280(7.1)H x 0.354(9)W x 0.551(14)L; 4PDT: 0.197(5)H x 
@ G5V-1-2 DC12 12 VDC 1A 960 ohm 89C6070 2.00 0.354(9)W x 1.051(26.7)L. Sealed construction allows automatic dip-washing. Pre-soldered terminals provide 
@ G5V-1-DC24 24 VDC 1A 3.84 kohm 36K7452 242 improved solderability in automatic soldering process. UL recognized, CSA certified. 
PIM_3731 Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
3A SENSITIVE MINIATURE RELAYS Panasonic elias — - = wai 
@ High sensitivity: 200mW nominal operating power © TQ212-3V ont 3.13 
@ DPDT contacts _ Rol ‘ @ TQ2-3V 3 VDC 1A 64.3 ohm 73K2455 2.50 
eae wna e ol UEC erga elueet aE Se tn © 102-4.5V 45 VDC 1A 144.6 ohm 64K3199 2.50 
open contacts 
© Sealed construction - Al @ @ TQ2-L2-5V 5 VDC 1A 125 ohm 64K3195 2.66 
© Dimensions in inches (mm): 0.787 x 0.390 x 0.366 (20 x @ TQ2-5V 5 VDC 1A 178 ohm 64K3200 2.50 
x 9.9 x 9.3) af @ TQ2-L-5V 5 VDC 1A 250 ohm 64K3191 
© Single side stable relays 7 w aan Oe Pail 
: ie : aaee J F | @ TQ2-12V 12 VDC 1A 1.028 kohm 64K3197 2.50 
Typical applications include —_ telecommunications 
equipment, office equipment, and computer peripherals. @ TQ2-L-12V 12 VDC 1A 1.44 kohm 64K3190 3.51 
DIP-2C type matching 16-pin IC socket. Contact material: @ TQ2-L2-12V 12 VDC 1A 720 ohm 64K3192 3.75 
gold-clad silver. Ambient temperature: -40°C to +70°C (-40°F to +158°F). Switching current: 2A. Carrying 19. 
current: 3A. UL recognized, CSA certified. Other contact arrangements and voltages available; go online or call. BOA Z AV CaaS us 1.92 koh CIES — 
= @ TQ2-24V 24 VDC 1A 2.88 kohm 64K3198 2.94 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ PIM_3641 
DPDT, Solder 
@ DS2Y-S-DC12V | 12 VDC 2A 720 ohm 64K3122 = AXICOM 2A LOW-SIGNAL PC BOARD RELAYS (MT2) 
= 
@ DS2Y-S-DC24V 24 VDC 2A 2.88 kohm 64K3123 = = TE 
PIM_3764 a 
AUTHORIZED DISTRIBUTOR 
2A SENSITIVE MINIATURE PC BOARD RELAYS H ie eaten 
Panasonic 4G iat 
Eos HS pAb s,005| | 300 > 
SB iorpin a a en Py 
_»| 200 L_ 
AG G 047+.005-» |x _|| .200 |(6.08) 
(1.19+.15) [(6.08) 
—>| .300 
(7.62) 
DPDT SPDT 
> CONTINUED > > CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 
OW-SIGNAL RELAYS 


AXICOM 2A LOW-SIGNAL PC BOARD RELAYS MT2) (CONT. ‘) 
@ Meets FCC Part 68 and ITU-T K20 © Expected electri bi life: 5 million operations @ 


@ Immersion cleanable, plastic sealed case 10mA/ 30mVDC 
@ DPDT bifurcated contacts © Resistance to soldering heat: +260°C / 10s 
@ Expected mechanical life: 100 million operations © Temperature range: -55°C to +85°C 


For applications in telecommunications, office automation, consumer electronics, medical equipment, 
measurement and control equipment. Ultrasonic cleaning not recommended. Capacitance: Between open 
contacts: 2pF max, between coil and contacts: 4pF max, between poles: 2pF max. Dimensions in inches(mm): 
0.433(11.0)H x 0.795(20.2)L x 0.393(10.0)W. RF characteristics: Isolation at 100 / 900MHz: -31.8db / -14.2db. 
Insertion loss at 100 / 900MHz: -0.02db / -0.97db. V.S.W.R. at 100 / 900MHz: 1.03 / 1.31. 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
DPDT, Solder 
@ C93416 5 VDC 2A 125 ohm 60K5347 2.93 
@ C93405 9 VDC 2A 544 ohm 31K9093 1.48 
@ 93419 24 VDC 2A 2.88 kohm 9309922 5.19 
@ C93430 48 VDC 2A 4.1 kohm 31K9096 4.45 
@ C93426 48 VDC 2A 5.76 kohm 31K9095 3.78 
PIM_84816 
SIGNAL RELAYS 


© Slim line 10x6mm, low profile 5.65mm and min. board-space 60mm2 

© Switching current 2/5A, switching power 60W/62.5VA and switching voltage 
220VDC/250VAC 

@ Low coil power consumption, 140mW standard, 
100mW for high sensitive version, 50mW for ultra high 
sensitive version and 100mW for bistable version 

@ High dielectric and surge capability up to 2500Vrms 
between open contacts and 2500Vrms between coil 
and contacts 


ys 


connectivity 


AUTHORIZED DISTRIBUTOR 


@ High mechanical shock resistance up to 50g functional 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-4999+ 
DPDT, Solder 
@ 5-1462037-4 3 VDC 2A 90 ohm 15H7984 2.76 
@ 1462000-1 5 VDC 2A 168 ohm 11H5188 2.64 
2-1462039-9 5 VDC 2A 178 ohm 3171433 3.53 
3-1462039-0 5 VDC 2A 178 ohm 98X9730 3.25 
IMO3CGR 5 VDC 2A 178 ohm 16R5628 3.54 
IMO3NS 5 VDC 2A 178 ohm 16R5629 2.57 
@ 5-1462037-9 5 VDC 2A 250 ohm 15H7989 0.98 
9-1462038-9 5 VDC 5A 178 ohm 53X4320 2.82 
IMO6NS 12 VDC 2A 1.029 kohm 16R5633 2.32 
1462042-9 12 VDC 2A 1.029 kohm 64X9262 4.53 
1-1462039-8 12 VDC 5A 1.029 kohm 87R1611 3.50 
1462039-2 24 VDC 2A 2.88 kohm 97X3806 6.02 
SPDT, Solder 
1462042-8 5 VDC 4A 178 ohm 3474875 3.01 
SPST-NO, Solder 
1462041-7 5 VDC 2A 178 ohm 97X3810 3.54 
PIM_5739846 


AXICOM 3A HIGH-SENSITIVITY DIP PC BOARD RELAYS 


fs 


connectivity 


AUTHORIZED DISTRIBUTOR 


8 X .039 + .004 DIA. RoHS 
aa Compliant 
Available 


(1.0 + 0.1) 


1 4°68 i 
.300 
| | (762) 
16 13 ol) y 
-200 
200 (5-08) 
—™ (6.08) * 


DIP PC board relays have DPDT gold-plated silver-nickel contacts. They are industry standard DIP footprint 
and come in an immersion-cleanable [IP67] plastic sealed case. Dimensions in inches (mm): 0.799 (20.3) Lx 
0.398 (10.1) W x 0.45 (11.43) H. Meet FCC Part 68 voltage surge. Mate with 16-pin socket. 3A switching and 
carrying current. 


| Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
DPDT, Solder 
@ V23105A5301A201 5 VDC 3A 125 ohm 35K5064 5.00 
@ V23105A5001A201 5 VDC 3A 167 ohm 91B4054 3.36 
@ V23105A5401A201 5 VDC 3A 62 ohm 36K7701 2.68 
@ V23105A5403A201 12 VDC 3A 360 ohm 36K2090 4.30 
@ V23105A5303A201 12 VDC 3A 720 ohm 35K5065 5.00 
@ V23105A5003A201 12 VDC 3A 960 ohm 36K7699 2.76 
> CONTINUED > 
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AXICOM 3A HIGH-SENSITIVITY DIP PC BOARD RELAYS (CONT.) 


| Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
DPDT, Solder 

@ V23105A5505A201 24 VDC 3A 1.05 kohm 36K3724 5.40 
@ V23105A5405A201 24 VDC 3A 1.44 kohm 36K7702 4.22 
@ V23105A5305A201 24 VDC 3A 2.88 kohm 35K2063 il 
@ V23105A5005A201 24 VDC 3A 3.84 kohm 36K7700 3.17 
@ V23105A5307A201 48 VDC 3A 11.52 kohm 34K0284 2.56 
@ V23105A5407A201 48 VDC 3A 5.76 kohm 35K3236 3.09 
PIM_48395 


AXICOM 1A MINIATURE SEALED PC BOARD RELAYS 


AUTHORIZED DISTRIBUTOR 


0315 DIA, + 002 


JO0TYR__| 05 RoHS 
(84.05) (2.64) te (1.26) Compliant 
ME = vailable 
rn f ake ALG @ 
2 : 


} 


v 


Relays are designed for compact, high-density mounting. 108.5mm2 surface area. Units switch loads from 
dry circuit to 1A. Contact type: bifurcated, SPDT. Dimensions for thru-hole: 0.138H x 0.272L x 0.512”W max.; 


pin length = 0.138” max. Suitable for data and communication systems. Expected mechanical life: 1 billion 
operations. V23026B1 thru-hole dual-coil latching, V23026C1 thru-hole single-coil latching and surface mount 
versions also available; go online or call. UL recognized, CSA certified. 
Coil Contact Coil Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 

SPDT, Solder 

@ V23026A1001B201 5 VDC 1A 370 ohm 35K3232 10.89 

@ V23026A1002B201 12 VDC 1A 2.25 kohm 36K3721 415 

@ V23026A1004B201 24 VDC 1A 4.5 kohm 36K3722 4.39 
PIM_3353 
AXICOM 2A PC BOARD RELAYS 


Thru-hole and Gullwing SMT 

Siver nickel contacts 

DPDT 

Plastic sealed case 

Dimensions (inches): 0.39Hx 0.57L x 0.28W 
Pin length: 0.122” max. 


= Te 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 

Compliant 

Available 
WG 


\ Sane’ 


Coil Contact Coil Price Each 

Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
DPDT, Solder 
@ V23079A1001B301 5 VDC 2A 178 ohm 22C6912 3.28 
@ V23079A2001B301 5 VDC 2A 178 ohm 93B0726 2.28 
@ V23079B1201B301 5 VDC 2A 178 ohm 35K3233 = 
@ V23079A1003B301 12 VDC 2A 1.029 kohm 36K7697 3.07 
@ V23079D1003B301 12 VDC 2A 1.029 kohm 36K2087 1.55 
@ V23079E1203B301 12 VDC 2A 1.029 kohm 36K2089 4.55 
@ V23079A1005B301 24 VDC 2A 4.114 kohm 35K5063 eur 
@ V23079B1205B301 24 VDC 2A 4.114 kohm 35K2062 3.32 
@ V23079D1005B301 24 VDC 2A 4.114 kohm 36K2088 3.45 
PIM_3351 


P&B 1A MINIATURE HIGH-DENSITY PC BOARD RELAYS 


es 


connectivity 


AUTHORIZED DISTRIBUTOR 


ne Ge tinoian 
Potter 2 (1.0 DIA.) oa as Available 
Brumfieid 2» AG @ 
T8IN50212-12 | (75) 
100 397 
(25.4) (10.1) 
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RELAYS, SOLENOIDS & CONTACTORS 


LOW-SIGNAL RELAYS 


P&B 1A MINIATURE HIGH-DENSITY PC BOARD RELAYS (CONT.) FX2 SERIES AXICOM SIGNAL RELAYS (CONT.) 
@ SPDT contacts @ High dielectric strength 7 : A 
© Silver-palladium alloy, gold overlay contacts Immersion cleanable, plastic-sealed case Coil Contact Coil ibries/Eechy 
@ 3-24VDC available Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
T81 series relays are ultra-miniature devices that permit high-density packaging for savings in equipment size DPDT, Solder 
and cost. Ideal for office machines, logic and process control. Contacts rated for 1A@240VDC or 0.5@120VAC, @ D3225 9 VDC 2A 1.013 kohm 07H3866 0.54 
resistive load. Printed circuit terminals are on 0.1 x 0.3” (2.54 x 7.62) DIP compatible grid layout. Temperature 
range: -40° to +75°C (sensitive coil). High dielectric relays—1000Vrms contact-to-coil. Standard dielectric 2 a NDE on LOIS kom nzHoaTO ceil 
relays—500Vrms contact-to-coil. Dimensions in inches (mm): .626 (15.9)L x .429 (10.9)W x .460 (11.7)H. UL @ 03210 9VDC 2A 574 ohm 07H3863 = 
recognized, CSA certified. @ D3010 9 VDC 2A 574 ohm 12H2727 -—- 
Coil Contact Coil Price Each @ D3202 12 VDC 2A 1.028 kohm 95C0008 - 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ @ D3002 12 VDC 2A 1.028 kohm 89C0868 ee 
SPDT, Solder @ D3226 12 VDC 2A 1.8 kohm 12H2730 477 
@ T81H5D312-05 5 VDC 1A 125 ohm 35K3230 2.88 @ 03026 12 VDC 2A 1.8 kohm 07H3851 sa 
@ T81N5D312-12 12 VDC 1A 320 ohm 36K3713 2.05 @ D3296 12 VDC 2A 720 ohm 01X2811 4.02 
@ T81H5D312-12 12 VDC 1A 700 ohm 36K7688 1.77 @ D3212 24 VDC 2A 2.88 kohm 09H5565 477 
@ T81N5D312-24 24 VDC 1A 1.28 kohm 36K2076 4.15 @ 03012 24 VDC 2A 2.88 kohm 04H0674 — 
@ T81HS5D312-24 24 VDC 1A 2.8 kohm 36K7689 2.00 @ 03227 24 VDC 2A 4.114 kohm 07H3867 4.80 
PIM_3262 @ 03027 24 VDC 2A 4.114 kohm 89M0112 = 
@ 03213 48 VDC 2A 7.68 kohm 07H3864 si 
AXICOM SIGNAL RELAYS, FP2 SERIES PIML211448 
@ Telecom/signal relay (dry circuit, test access, ringing) —_ TE 
@ Slim line 14x9mm (.551x.354” Soe cmscurny 
ae AXICOM 2A PC BOARD RELAYS 
© 2 form C bifurcated contacts (2 CO) AUTHORIZED DISTRIBUTOR ® Standard telecom relay (ringing and test access) 
© High sensitivity results in low nominal power TAL 7 © Slim line 15x7.5mm (.590x.295") 
consumption, 80mW for high sensitive, 140mW for c U © Max. switching current 5A 
sensitive version RoHS _ © 2 form C bifurcated contacts (2 changeover contacts, AUTHORIZED OTRIBUTOR: 
: i E : Compliant 2 CO) = 
@ High mechanical shock resistance, up to 300g function- Available cw us 


@ |Immersion cleanable 

@ High sensitivity for low power consumption 140mW/ 
70mW 

© Single coil version with surge voltage resistance 
between contact and coil: 2.5kV (2/10us) meets the 


al, up to 1500g survival 
Communications equipment linecard application (ringing 
and test access), PABX, voice over IP, office equipment, 
measurement and control equipment, automotive 


RoHS 
Compliant 
Available 


equipment as CAN bus, keyless entry, speaker switch, . 
4 : ; Telcordia Requirement GR-1089, 
vee equipment, consumer electronics, set top boxes, © 1.5kV (10/160us) meets FCC Part 68 
. : @ Max. switched voltage: 220VDC, 250VAC 
Coil Contact Coil | Price Each © Switching power 60W, 62.5VA 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ Communications 
DPDT, Solder equipment linecard application (ringing and test access), PABX, voice over IP, office equipment, measurement 
2 and control equipment, automotive equipment as CAN bus, keyless entry, speaker switch, medical equipment, 
@ 03241 3 VDC 2A 90 ohm 12H2732 iad consumer electronics, set top boxes, HiFi. 
@ D3041 3 VDC 2A 90 ohm 13H3420 ens cei Contark Coil PricolEach 
oi ontac i 
@ 03262 4.5 VDC 2A 203 ohm 01X2809 a Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
@ D3242 4.5 VDC 2A 203 ohm 07H3868 ae DPDT, Solder 
© 03063 5 VDC 2A 125 ohm Es = @ V23105A5501A201 5 VDC 3A 36 ohm 37K7233 0.55 
@ D3243 5 VDC 2A 250 ohm 07H3869 — @ V23105A5302A201 6 VDC 3A 180 ohm 08H5894 oe 
@ D3043 5 VDC 2A 250 ohm 13H3422 see @ V23105A5002A201 6 VDC 3A 240 ohm 16H6521 1.43 
@ 03246 12 VOC 2A 1.44 kohm O7H3872 3.92 @ V23105A5502A201 6 VDC 3A 70 ohm 07H1924 ay 
@ D3046 12 VDC 2A 1.44 kohm 07H3854 = @ V23105A5506A201 9 VDC 3A 140 ohm 12H2480 2.79 
© 03067 24 VDC 2A 1.92 kohm 15H7980 = @ V23105A5306A201 9 VDC 3A 405 ohm 08H5896 2.90 
@ 03247 24 VDC 2A 3.84 kohm O7H3873 oe @ V23105A5006A201 9 VDC 3A 540 ohm 97C8762 271 
@ 03047 24 VDC 2A 3.84 kohm 07H3855 = @ V23105A5479A201 10 VDC 3A 200 ohm 08H5899 1.38 
PIM_211449 @ C93412 12 VDC 2A 515 ohm 07H3831 3.30 
———S——|_——ooQOo@o6€ 7, —_-—\ @ V23105A5476A201 12 VDC 3A 280 ohm 08H5897 2.53 
FX2 SERIES AXICOM SIGNAL RELAYS @ V23105A5478A201 48 VDC 3A 4 kohm 08H5898 B97, 
© Slim line 15x7.3mm (.590x.287") @ V23105A5507A201 48 VDC 3A 4 kohm 08H5901 4.16 
@ 2 form C bifurcated contacts (2 CO), switching current 2A tivity PIM 211433 
@ High sensitivity for low power consumption, 80mW/140mW az 
@ High dielectric characteristic, up to 2100Vrms between ORE a Pia aUTOR 
opened cWus AXICOM 2A PC BOARD RELAYS 


@ High surge capability (1.2/50us and 10/700ps) meets 


faa = 
Telcordia GR 1089 and FCC Part 68, up to 2800V a i : phatale a eee test access) = TE 
between open contacts, up to 6000V between coil Available im line 15x7.5mm (.590x.295") dre 
and contacts ® Max. switching current 5A 


© 2 form C bifurcated contacts (2 changeover contacts, AUTHORIZED DISTRIBUTOR: 


2.00) cw us 


@ Immersion cleanable 
@ High sensitivity for low power consumption 140mW/ 


@ High mechanical shock, up to 1500g survival 
© Hermetically sealed (RT V) 


Communications equipment, linecard application - analog, 


RoHS 
ISDN, xDSL, PABX, voice over IP, office and business 70mW Gee eimpiat 
ee. + Sing al eson th suge vols esistnc 
equioment . : ' between contact and coil: 2.5kV (2/10us) meets the 
autp Telcordia Requirement GR-1089, 
Coil Contact Coil Price Each @ 1.5kV (10/160ps) meets FCC Part 68 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ © Max. switched voltage: 220VDC, 250VAC 
DPDT, Solder © Switching power 6OW, 62.5VA 
- Communications 
@ 03221 3 VDC 2A 113 ohm O9H5566 a equipment linecard application (ringing and test access), PABX, voice over IP, office equipment, measurement 
@ 03021 3 VDC 2A 113 ohm 07H3849 5.49 and control equipment, automotive equipment as CAN bus, keyless entry, speaker switch, medical equipment, 
© 03206 3 VDC 2A 64 ohm 14H5192 ay consumer electronics, set top boxes, HiFi. 
© 03292 4.5 VDC 2A 101 ohm 01X2810 3.87 Coil Contact Coil Price Each 
@ D3204 4.5 VDC 2A 145 ohm 07H3860 a Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ 
© 03004 4.5 VDC 2A 145 ohm 07H3844 7.03 DFDT, Solder 
© 03222 45 VDC 2A 253 ohm 12H2728 = @.V 230796 12168301 eA NDE ZB A1 ohm TTS 4.16 
© 03209 5 VDC 2A 178 ohm 07H3862 a @ V23079F 11088301 Ae a denon poHESo7 2.99 
© 03223 5 VDC 2A 313 ohm 07H3865 = @ V23079J1108B301 3 VDC 2A 128 ohm 16R7901 4.29 
© 03023 5 VDC 2A 313 ohm 12H9475 = @ V23079G2008X079 3 VDC 2A 45 ohm 99W6356 1.96 
@ 03205 6 VDC 2A 257 ohm 073861 = @ V23079D2008B301 3 VDC 2A 64 ohm 13H3195 = 
> CONTINUED > > CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 
OW-SIGNAL RELAYS 


AXICOM 2A PC BOARD RELAYS (CONT.) 


@ Indicates RoHS Compliant 


PHOTOVOLTAIC ISOLATORS (CONT.) 


4] Find Datasheets Online 


Coil Contact Coil [Price Each - Load Price Each 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ Mfg. Part No. Contacts Current Terminals Stock No. 1-9+ 
DPDT, Solder @ PVI1050NSPBF DPST-NO 10uA SMD 84K8976 = 
@ V23079E1208B301 3 VDC 2A 64 ohm 08H5838 _ @ PVI1050NPBF DPST-NO 10NA Through Hole 84K8974 12.82 
@ V23079G2008B301 3 VDC 2A 64 ohm 08H5841 1.62 @ PVIS080NSPBF SPST-NO 10uA SMD 84K8985 8.50 
@ V23079H1208B301 3 VDC 2A 64 ohm 16R7899 3.14 PIM_3626 
@ V23079G2016B301 4VDC 2A 114 ohm 08H5842 1.91 
@ V23079D2011B301 4.5 VDC 2A 145 ohm 13H3196 Ql MOSFET 
@ V23079E1211B301 4.5 VDC 2A 145 ohm 99W6352 2158) : 
@ V23079G2011B301 4.5 VDC 2A 145 ohm 16R7895 1.50 Supply pete Each 
- Mfg. Part No. Voltage Stock No. 1-9+ 
@ V23079G2001X071 5 VDC 2A 125 ohm 08H5839 1.90 @ PVI5033RSPBF DV to BV 8 20M6178 = 
@ V23079D2001B301 5 VDC 2A 178 ohm 13H3193 Die PIM SSi0E2 
@ V23079G2001B301 5 VDC 2A 178 ohm 99W6354 1.50 = 
@ V23079F 1101B301 5 VDC 2A 357 ohm 16H4396 1.54 PHOTOVOLTAIC RELAYS eats . 
@ V23079J1101B301 5 VDC 2A 357 ohm 99W6358 3.10 Osa Internati onal 
@ V23079620028301 6 VDC 2A 257 ohm 16R7893 1.26 Avaleble if 
© V23079D2006B301 9 VDC 2A 578 ohm 13H3194 237 I@R Rectitier 
@ V23079G2006B301 9 VDC 2A 578 ohm 16R7894 2.06 
@ V23079H1206B301 9 VDC 2A 578 ohm 16R7898 3.27 
@ V23079H1203B301 12 VDC 2A 1.029 kohm 99W6357 2.35 
@ 93412 12 VDC 2A 515 ohm 07H3831 3.30 
@ V23079G2003X074 12 VDC 2A 720 ohm 99W6355 1.90 - + 
@ V23079G1005B301 24 VDC 2A 4.114 kohm 96B4203 3.07 ign bee yeiopaE ayetaeoneae eYiriSeae 
NATE 20SB Sm mab de om ISRIES/ 208 Photovoltaic relays switch general-purpose analog signals. Four terminal devices with an LED input which 
PIM_211432 provides a photo-isolated signal for actuating the power ICs, which form the solid-state output contacts. 0.2uV 
maximum thermal offset voltage @ 5mA control. “T” suffix in mfg. part no. indicates Tape and Reel packaging. 
AXICOM 2A PC BOARD RELAYS Load ; (Lette Lett 
© Standard telecom relay (ringing and test access) Mfg. Part No. Contacts Current Terminals Stock No. 1-9+ 
© 2 form C contacts (2 CO, 2 changeover contacts) @ PVG612SPBF SPST-NO 1A SMD 84K8970 10.25 
@ Rated current 2A vonensepnemmeuen _.@ PVG612PBE SPST-NO 1A hrough Hole |  84K8968 10.25 
Max, switched vollage::220VDG; ZS0VAG : @ PVX6012PBF SPST.NO 1A hroughHole | 84K9031_ | 15.93 
Communications equipment, linecard application - PABX, A \¥ US 5 
voice over IP, office and business equipment, measurement Rolls @ PVDZ172NSPBF SPST-NO 1.5A SMD 84K8956 12.50 
and control equipment, consumer electronics, set top g Gee eimpiat @ PVDZ172NPBF SPST-NO 1.5A hrough Hole 84K8954 11.64 
boxes, HiFi, medical equipment, automotive Equipment. Available @ PVG612APBF SPST-NO 2A hrough Hole 84K8965 4.86 
@ PVNO12S-TPBF SPST-NO 2.5A SMD 84K8987 9.01 
@ PVNO12PBF SPST-NO 2.5A hrough Hole 84K8986 8.89 
@ PVG612ASPBF SPST-NO 4A SMD 84K8967 14.74 
@ PVNO12SPBF SPST-NO 4.5A SMD 84K8988 9.57 
Coil Contact Coil Price Each @ PVU414SPBF SPST-NO 140mA SMD 84K9030 = 
Mfg. Part No. Voltage Current Resistance Stock No. 1-9+ @ PVA3354NPBF SPST-NO 150mA hrough Hole 84K8952 12.50 
DPDT, Solder @ PVT312PBF SPST-NO 190mA hrough Hole 84K9006 6.70 
© V23079B1218B301 2.4 VDC 2A 41 ohm 99W6350 1.68 @ PVA1352NPBF SPST-NO 375mA hrough Hole 84K8939 = 
@ V23079C1108B301 3 VDC 2A 128 ohm 15H7770 3.30 @ PVA1354NPBF SPST-NO 375mA hrough Hole 84K8941 9.33 
@ V23079A2008B301 3 VDC 2A 64 ohm 08H5831 1.45 @ PVD1352NPBF SPST-NO 550mA hrough Hole 84K8957 11.27 
@ V23079B1208B301 3 VDC 2A 64 ohm 08H5834 2.84 @ PVD1354NPBF SPST-NO 550mA hrough Hole 84K8959 12.30 
@ V23079B2208B301 3 VDC 2A 64 ohm 99W6351 2.81 PIM_ 3625 
@ V23079A2011B301 4.5 VDC 2A 145 ohm 12H9262 2.95 
@ V23079C1101B301 5 VDC 2A 357 ohm 08H5835 2.83 G3VM SERIES SOLID-STATE MOSFET RELAYS 
@ 93450 5 VDC 2A 45 ohm 16H6684 2.29 omrROon 
@ 93422 5 VDC 2A 63 ohm 13H3419 3.15 ELECTRONIC COaONENTS 
@ V23079A1006B301 9 VDC 2A 578 ohm 12H2474 4.48 
@ V23079A2006B301 9 VDC 2A 578 ohm 12H9261 2.42 
@ V23079B1206B301 9 VDC 2A 578 ohm 08H5833 3.45 
@ V23079B1203B301 12 VDC 2A 1.029 kohm 96B1753 5.72 
@ V23079C1103B301 12 VDC 2A 2.057 kohm 08H5836 = 
@ C93432 12 VDC 2A 280 ohm 16H1018 2.18 
@ 093424 12 VDC 2A 360 ohm 07H3836 3.07 
@ 093412 12 VDC 2A 515 ohm 07H3831 3.30 ~ 
© C93431 24 VDC 2A 1.05 kohm 07H3840 3.10 Load Price Each 
@ 093425 24 VDC 2A 1.44 kohm 07H3837 2.98 Mfg. Part No. Contacts Current Terminals Stock No. 1-99+ 
© 093435 24 VDC 2A 2.06 kohm 16H4583 3.32 SavEIOIDR, SESTNG aL SMD gexban2 9.46 
Pi 241497 G3VM-101HR SPST-NO 1.4A SMD 4079231 9.46 
a G3VM-61DR SPST-NO 2A SMD 28X4932 = 
G3VM-41DR SPST-NO 2.5A SMD 88W4307 9.03 
PHOTOVOLTAIC ISOLATORS Gein Internationa | G3VM-61BR SPST-NO 2.5A Through Hole | 04M9681 7A1 
Ideally suited for applications requiring high-current and/or high- ewallable = R ‘ : G3VM-21DR SPST-NO 3A SMD 9476867 11.18 
oe ee TER Rectitier  —csnaten SPST | 3K [ suo [anes 
The series PVI photovoltaic isolator generates an electrically isolated DC voltage upon receipt of a DC input G3VM-201G SPST-NO 50mA SMD 04M9615 3.32 
(ening andauroce net Neng) HS EVATSER able mein seiadetnel opiscsied =o IOTURTRDS) | SPSENO! | “20m Meee 
pee aeue of directly driving gates oF peut MOSFETs a IGBTs. The PVI5033R series is available in thru- G3VM-41GR6 SPST-NO 120mA SMD 04M9665 2.35 
hole (R-Ending), surface mount (RS-Ending), and surface mount tape and reel (RS-Tending); go online or call G3VM-41LR10(TR05) SPST-NO 120mA SMD 17AC3769 9.83 
for tape and reel version. G3VM-41LR11 (TRO5) SPST-NO | 140mA SMD 17AC3770 7.22 
G3VM41UR11TROS SPST-NO 140mA SMD 17AC3773 7.59 
G3VM-21LR(TROS5) SPST-NO 160mA SMD 17AC3768 5.29 
G3VM21UR10TROS SPST-NO 200mA SMD 17AC3772 7.44 
> CONTINUED > > CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


MOSFET PCB RELAYS 


for a wide range of applications. 


G3VM SERIES SOLID-STATE MOSFET RELAYS (CONT.) MOSFET RELAYS (CONT.) 
Load Price Each Load Price Each Price Each 
Mfg. Part No. Contacts Current Terminals Stock No. 1-99+ Mfg. PartNo. | Contacts | Current] Terminals | Stock No. 1-9+ Stock No. 1-9+ 

G3VM-81GR1 SPST-NO 200mA SMD 88M4222 5.58 SMD 

G3VM-41GR4 SPST-NO 250mA SMD 04M9663 2.43 @ G3VM-201DY1 | SPST-NO | 250mA SMD 762576 2.39 | 76Y2577 1.96 

G3VM-41LR5(TRO5) SPST-NO 300mA SMD 17AC3771 10.62 @ G3VM-61DY1_ | SPST-NO | 500mA SMD 46Y0647 2.30 | 46Y0648 2.43 

G3VM21UR1TROS SPST-NO 450mA SMD 80Y5780 7.58 THT 
PIM_5737033 @G3VM-41AY1 | SPST-NO} 2A | Through Hole} 76Y2584 iletAs) = 

@ G3VM-601AY1 | SPST-NO | 90mA | Through Hole | 76Y2587 _ ~ 
G3VM SERIES MOSFET RELAYS @ G3VM-351AY1 | SPST-NO | 100mA | Through Hole | 76Y¥2578 ae - 
Mechanical: omrROon @ G3VM-401AY1 | SPST-NO | 120mA | Through Hole | 76Y2581 may - 
© Contact form: 1a (SPST-NO) or 1b (SPST-NC) ELECTRONIC COMBOS @ G3VM-201AY1 | SPST-NO | 250mA | Through Hole | 76Y¥2575 22m - 
@ "Load voltage: 60° Bee @ G3VM-61AY1_ | SPST-NO | 500mA | Through Hole | 76Y2590 | 2.38 = 
General-purpose MOSFET Relays in SOP 4-pin packages 2, . Geeeinpian 
PMReop, é Available PIM_5539563 


G3VM-HR SERIES MOSFET RELAYS 


OMRON. 


ELECTRONIC COMPONENTS 


Load Price Each 
Mfg. Part No. Contacts Current Terminals Stock No. 1-9+ 
@ G3VM-31QR(TRO5) SPST-NO 1.54 SMD 03AC6358 12.15 
@ G3VM-61FR1 SPST-NO 5A SMD 99Y7063 12.79 
@ G3VM-61CR1 SPST-NO 5A Through Hole 99Y7062 11.54 MOS FET Relays in SOP 6-pin packages that achieve the low ON resistance and high switching capacitance 
@ G3VM-401FR SPST-NO 400mA SMD 99Y7057 8.53 of a mechanical relay. 
@ G3VM-401CR SPST-NO 400mA Through Hole 99Y7056 — Load Price Each 
@ G3VM-601FR SPST-NO 600mA SMD 99Y7060 2.83 Mfg. Part No. Contacts Current Terminals Stock No. 1-4+ 
@ G3VM-601CR SPST-NO 600mA Through Hole 99Y7059 2.83 G3VM-101HR1 SPST-NO 2A SMD 17AC6242 6.31 
Stick packaging G3VM-101HR1(TROS5) SPST-NO 2A SMD 17AC6243 6.76 
@ G3VM-63G SPST-NC 500mA SMD 815793 5.46 G3VM-31HR SPST-NO 4A SMD 17AC6244 7.65 
Tape packaging G3VM-31HR(TROS) SPST-NO 4A SMD 17AC6245 — 
@ G3VM-63G(TROS5) SPST-NC 500mA SMD 81Y5794 3.50 PIM_5728149 
PIM_5575523 
POWER PHOTOMOS RELAYS Panasonic 
SOLID-STATE PCB MOSFET RELAYS 7 Paleo ey 
© low output Capacitance ON resistance OmrROnN. ‘i fs pu cee : Mostly 1a 
© Forward current: 7.5mA Ign capacity Photo relay Is a compact slim- 
© Isolation Voltage: 500 Vrms ELECTRONIC COMPONENTS type 4-pin SIL. Built-in MOSFET processed by 
© Package Case: USOP4 RoHS | proprietary method, DSD (Double-diffused and 
© Operating temperature: -40°C to +85°C Gee eimpiat Selective Doping) method. Typical applications: 
| Railroad, traffic signals, measurement instruments 
and testing equipment. Dimensions: 3.5W x 21.0D 
x 12.5H mm, .138W x .827D x .492H inches. UL File 
No. E43149, CSA File No. LR26550 7 
Load Tape Cut Load Price Each 
Mfg. Part No. Contacts Current Terminals Stock No. 1-4+ Mfg. Part No. Contacts Current Terminals Stock No. 1-9+ 
@ G3VM-41PR12(TROS5) SPST-NO 100mA SMD 47/4198 6.11 @ AQZ404 SPST-NC 0.5A Through Hole 64K3060 10.80 
@ G3VM-41PR10(TROS) SPST-NO 120mA SMD 474193 5.63 @ AQG22124 SPST-NO 2A Through Hole 411N2586 5.59 
@ G3VM-61PR1(TR05) SPST-NO 120mA SMD 47W4204 8.04 PIM_84480 
@ G3VM-41PR11(TRO5) SPST-NO 140mA SMD 26W7541 9.51 
© G3VM-21PRIO(TROS) | SPST-NO | 200mA_|  SMD_| _47wai88_| 11.31  — AQ720_G SERIES PHOTOMOS RELAYS 5 
e cawsipn(Tos) | SPStNO | attna [sv arian [ 745 ‘este Panasonic 
@ G3VM-21PR11(TRO5) SPST-NO 900mA SMD 45W6864 11.37 © High capacity type power PhotoMOS Al 
© Low on-resistance and high sensitivity 
PIM'2 10242 ® AC/DC dual use RoHS 
© Slim SIL 4-pin package papa 
© Low-level off state leakage current of max. 10 pA 
MOSFET RELAYS © Controls low-level analog signals 
Features: 5 


© Switches minute analog signals 


© Continuous load current of 250mA 


Applications: 
@ Electrical power units 


© Test & Measurement equipment 


© Security equipment 
@ Industial equipment 
Compact, general-purpose, ai 


between I/O using optical isolation 


nalog 


switching 
MOSFET relays, with dielectric strength of 5 kVAC 


ELECTRONIC COMPONENTS 


RoHS — 
Compliant 
Available 
e a 
= 
~ 


Load Price Each Price Each 
Mfg. PartNo. | Contacts | Current | Terminals | Stock No. 1-9+ Stock No. 1-9+ 
SMD 
@ G3VM-41DY1__| SPST-NO 2A SMD 76Y2585 2.68 | 76Y2586 2.05 
@ G3VM-601DY1 | SPST-NO | 90mA SMD 76Y2588 2.55 | 76Y2589 2.43 
@ G3VM-351DY1 | SPST-NO | 100mA SMD 76Y2579 = 76Y2580 2.33 
@ G3VM-401DY1 | SPST-NO | 120mA SMD 76Y2582 2.60 | 76Y2583 2.37 
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Applications: 

© Traffic signals 

@ Measuring instruments 

@ Industrial machines 

© Mercury relay replacement 


Load Price Each 
Mfg. Part No. Contacts Current Terminals Stock No. 1-49+ 
@ AQZ207G SPST-NO 2A Solder 16AC4056 10.49 
@ AQZ202G SPST-NO 6A Solder 16AC4055 16.83 
PIM_5721867 


element14.com 


element14 COMMUNITY 


GET INSPIRED 


COLLABORATE DESIGN RESEARCH ASK EXPERTS 


PIM_5591167 
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RELAYS, SOLENOIDS & CONTACTORS 
MOSFET PCB RELAY: 


CXR 10 RF PC BOARD RELAYS 


Panasonic 


RoHS _ 
Compliant 
Available 


@cxR10 High-speed switching (30s) 
© Super miniature 4-Pin SOP package Low-level off state leakage current (10pA) 
@ Lower output capacitance or lower on resistance @ SPST contacts 

available 
Typical applications include test equipment, board testers, medical equipment, and multi-point recorders. Turn- 
on and turn-off time is 301s. Power dissipation = 75 mW (in), 300 mW (out). Operating temperature = -40°C to 
+85°C. Dimensions in mm (inches): 4.3(.169)W x 4.4(.173)L x 2.1(.083)H. Relays are packaged as each. For 


tape & reel picked from the 1-2 pin side, add suffix “X” to mfg. part no.; for tape & reel picked from the 3-4 pin 
side, add suffix “Z” to mfg. partno. Reel qty: 1000 pieces. For availability; go online or call . 
Load Price Each 
Mfg. Part No. Contacts Current Terminals Stock No. 1-9+ 

@ AQY221N2S SPST-NO 120mA SMD 13C2728 451 

@ AQY221R2S SPST-NO 250mA SMD 84C9172 4.40 

@ AQY222R1S SPST-NO 500mA SMD 45M7093 Y 
PIM_66472 

POWER PHOTOMOS RELAYS + 

® Conia SPST Panasonic 


© Output power: 1.6W for AC/DC types, 1.35W for DC 
types only 

@ PC board layout Is simplified 

@ No restriction on mounting direction 

High capacity PhotoMOS relay in a compact and slim 4-pin 

SIL. Feature extremely low on resistance and extremely 

low closed circuit offset voltage to enable control of low- 

level analog signals without distortion. Eliminate the need 

for a counter electromotive protection diode in the drive 

circuit on the input side and the need for a power supply to 

drive the power MOSFET. Outside dimensions: 21mm(L) x 12.5mm (H) x 3.5mm (D). 


RoHS _ 

Compliant 

Available 
WG 


Load Price Each 
Mfg. Part No. Contacts Current Terminals Stock No. 1-9+ 
@ AQZ404 SPST-NC 0.5A Through Hole 64K3060 10.80 
@ AQZ207 SPST-NO 1A Through Hole 64K3058 10.34 
@ AQZ205 SPST-NO 2A Through Hole 95F6438 9.11 
@AQZ105 SPST-NO 2.6A Through Hole 10C4041 8.02 
@ AQZ202 SPST-NO 3A Through Hole 95F6437 9.73 
@AQZ102 SPST-NO 4A Through Hole 52F5584 8.68 
@ AQZ197 SPST-NO 5A Through Hole 17X0513 26.80 
@ AQZ192 SPST-NO 10A Through Hole 52W9151 31.79 
PIM_3325 
PHOTOMOS SOLID STATE RELAYS Rin 
Available WISHAY. 
LH1500AT 
Tape & 
Load Reel 
Mfg. Part No. Contacts Current Terminals Stock No. 1-999+ 
@ VO01263AACTR 28 ae SMD 46M5887 3.32 
@ LH1502BB DPST-1NO, DPST-NC 150mA | Through Hole | 88K1960 5.34 
@ LH1502BAC SPDT 150mA SMD 21H0657 3.67 
@ V014642AT SPST-NO 2A Through Hole | 66M1368 2.75 
@ VO1400AEFTR SPST-NO 100mA SMD 32M5997 0.77 
@ VO1400AEFTR SPST-NO 100mA SMD 46M5888 1.15 
@ LH1540AAB SPST-NO 120mA SMD 58K1799 1.89 
@ LH1540AABTR SPST-NO 120mA SMD 59K0219 = 
@ LH1522AB SPST-NO 120mA | Through Hole | 61K0058 3.45 
@ LH1540AT SPST-NO 120mA | Through Hole | 59K0220 4.19 
@ LH1525AABTR SPST-NO 125mA SMD 21H0697 oe 
@ LH1525AAB SPST-NO 125mA SMD 21H0696 = 
@ LH1525AT SPST-NO 125mA | Through Hole | 58K1798 = 
@ LH1500AABTR SPST-NO 150mA SMD 21H0652 1.81 
> CONTINUED > 
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PHOTOMOS SOLID STATE RELAYS (CONT.) 


Tape & 
Load Reel 
Mfg. Part No. Contacts Current Terminals Stock No. 1-999+ 
@ LH1520AAC SPST-NO 150mA SMD 58K1795 3.21 
@ LH1500AAB SPST-NO 150mA SMD 21H0651 1.50 
@ LH1500AT SPST-NO 150mA Through Hole 58K1788 2.35 
@ LH1518AT SPST-NO 155mA Through Hole 58K1794 1.88 
@ LH1510AAB SPST-NO 200mA SMD 58K1789 2.07 
@ LH1522AAC SPST-NO 200mA SMD 58K1797 3.00 
PIM_94475 
HIGH-VOLTAGE SIP REED RELAY =— —_ 
® High voltage switching up to 1000V = OTTO 
@ High dielectric strength (2000VDC) PCHO LOGY 


@ High insulation resistance: 10110 min. 

@ High reliability, hermetically sealed contacts 
for long life 

@ High-speed switching compared to electrome- 


© Molded thermoset body on integral lead frame " 


RoHS _ 
Compliant 
Available 


chanical relay 


¥ ' 4 
design fo ed 
: . Bhs : drive circuit 
© Optional coil suppression diode - protects coil © Magnetic shield - reduces interaction 
9104 series relays are 4-pin molded SIP. SPST-NO contacts. Switching current: 0.5A. Carry current: 1.3A. 
Contact power: 10W. Operating temperature: -20°C to 85°C. Outside package dimensions in inches (mm): 
.950(24.13)L x .245(6.22)W x .320(8.13)H. 
Coil Coil Switching | Switching Price Each 
Mfg. PartNo. | Voltage | Resistance | Current Max Voltage Stock No. 1-9+ 
Through Hole, SPST-NO 
@ 9104-05-10 5VDC 1750hm 500mA 1kV 27K4212 12.77 
@ 9104-05-11 5VDC 1750hm 500mA 1kV 62K2055 12.27 
@ 9104-12-11 12VDC 5000hm 500mA 1kV 27K4215 12.27 
@ 9104-12-10 12VDC 5000hm 500mA 1kV 62K2056 7.25 


PIM_84551 


SURFACE MOUNT REED RELAYS — 
© Carry current: 0.5A — 
© Contact power: 3 W 

@ High reliability, hermetically sealed contacts for long life 
@ High insulation resistance: 1012 O minimum 
e 
e 
e 


oTo= 


/ECHNOLOGY 


RoHS — 
Compliant 
Available 


Coaxial shield for 50 O impedance 
6.5 GHz bandwidth for RF and pulse switching 
External magnetic shield 

® Available in axial, gull wing and J-lead configurations 


Outside dimensions: 0.313” (7.94mm)W x 0.142” (3.60mm) 
H x 0.195" (4.95mm)D. 


Coil Coil Switching | Switching Price Each 
Mfg. PartNo. | Voltage | Resistance | Current Max Voltage Stock No. 1-4+ 
SMD, SPST-NO 
@ 9903-05-20 5VDC 1500hm 250mA 100V 60M3627 10.31 
PIM_102129 
MICROMINIATURE REED RELAYS Sapir : 
Compliant = — 
wae a OTO= 
HE GY 
1 2 3.4 1 2 3 4 4 2 3 4 4 2 3 4 
Cer? © 22 8 eee Fe Pee ge 
rons} pase, 
1 . i 
6 of ---'e l ée e 4 © eo oé o---0 4 
8 6 To 8 7 6 5 8 6 5 8 7 6 5 
Fig. 1 Fig. 2 Fig. 3 Fig. 4 


@ Hermetically sealed contacts for long life shielding 
@ Epoxy coated steel shell provides magnetic © Operating temperature: -20°C to +85°C 


Microminiature reed relays occupy 0.17” (4.32) square of PC board space and provide improved system to lock- 
in terminal pins. 2200-2301 and -2302 series are engineered to meet automatic test equipment specifications. 
Capable of 5ms must-operate time, 500 x 106 life expectancy. 2200-2301 & -2302 series operate voltage: 
3.6VDC; release voltage: 0.5VDC. 2204 & 2211 series (5V version) operate voltage: 3.8VDC; release voltage: 
0.4VDC. 2204 & 2211 series (12V version) operate voltage: 9.0VDC; release voltage: 1.0VDC. Outside 
package dimensions in inches: .810L x .210W x .225H. 


> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


MICROMINIATURE REED RELAYS (CONT.) MICRO-MINIATURE MOLDED SIP RELAYS (CONT.) 
Coil Coil Switching | Switching | Price Each Coil Coil Switching | Switching Price Each 
Mfg. Part No. Voltage | Resistance | Current Max Voltage Stock No. 1-9+ Mfg. PartNo. | Voltage | Resistance | Current Max Voltage Stock No. 1-9+ 
Through Hole, SPDT Through Hole, SPST-NO 
@ 2211 05 301 SVDC 2300hm 250mA 100V 67K1586 20.58 @ 9012-12-10 12VDC 7500hm 500mA 200V 35K3116 6.24 
@ 2211-12-301 12VDC 1.5kohm 250mA 100V 36K2113 24.85 @ 9012-12-11 12VDC 7500hm 500mA 200V 36K7758 11.28 
Through Hole, SPST-NO PIM_68327 
@ 2200-2301 5VDC 1500hm 500mA 150V 50F4926 12.57 
@ 2200-0219 5VDC 150o0hm 500mA 150V 64K2284 12.09 HIGH-VOLTAGE REED RELAYS 
— = 
@ 2200-2302 5VDC 1500hm 500mA 150V 36K3835 12.92 © Dielectric strength: 10kV isolation across contacts — oTro| 
@ 2204-12-311 12VDC 1.5kohm 500mA 200V 62K0528 11.94 © High contact rating: 200W ECHNOLOGY 
@ Hermetically sealed tungsten contacts for 
PIM_3686 . RoHS — 
long life Gee eimoian 
@ Low contact resistance: 0.03W typical Available 
Magnetic shield standard 
MULTIPOLE MICROMINIATURE REED Spire ; . rae 
Comiat = —— © Custom lead terminations and packages 
RELAYS wale MOOT OS cist 
ECHNOLOGY © SPST contacts ! 
Contact power: 50W. Carrying current: 5A. Outside 
1 2 3.44 package dimensions in inches (mm): 2.800(71.12)L x .710(18.03)W x .750(19.05)H. 
a0 6 roe Coil Coil Switching | Switching Price Each 
Mfg. PartNo. | Voltage | Resistance | Current Max Voltage Stock No. 1-9+ 
cO°o ° Oo Through Hole, SPST-NO 
@ 5501-05-1 5VDC 40ohm 3A 7.5kV 62K0905 37.17 
8 7 6 5 @ 5503-12-1 12VDC 1750hm 3A 3.5kV 62K0907 47.08 
@ 5501-12-1 12VDC 1750hm 3A 7.5kV 50B2054 53.70 
@ 5501-24-41 24VDC 5750hm 3A 7.5kV 62K0906 55.79 


2300 series relays occupy 0.17” (4.32) of PC board space — yet their additional height allows for SPDT, PIM_75294 
3PST and DPDT. Operating temperature: -20°C to +85°C. Carrying current: 1.5A for 2332, 2333, and 2341 


series; 0.5A for 2342 series. Switching current: 0.5A for 2332, 2333, and 2341 series; 0.25A for series 2342. 
Must operate/Must release voltages: 3.8/0.4VDC for 5V relays; 9.0/1.0VDC for 12V relays. Outside package S2(UL) SERIES AXIAL STYLE REED RELAYS 


dimensions in inches(mm): .810(20.57)L x .210(5.30)W x 370(9.40)H. Contacts are hermetically sealed. Relays ® Variable mounting options ; cynergy3 
with electrostatic shield also available; specify suffix -010 in mfg. part no.; go online or call. © 10W, SOW and 100VA contact options 
call _ Swe Saich Price Each ® Reliable reed switch contacts 
i Coi witching witching ——— The S2(UL) reed relay series from Cynergy3 has = 
Mfg. Part No. Voltage | Resistance | Current Max Voltage Stock No. 1-9+ been developed and approved by UL for applications 
Through Hole, 3PST-NO where PCB mounting is not possible. 
© 2333-05-000 | S5VDC 4750hm 500mA 200V 62K0565 | 14.80 ie bo ard - pa nde . Meas ; 
and orientations to suit particular applications. The 
© 2333-12-000 12VDC ikohm 500mA 200V 62K0566 14.80 leadout wires are flexible enough to allow bending 
Through Hole, DPDT for assembly into equipment. 
@ 2342-05-000 5VDC 1750hm 250mA 100V 64K1822 20.66 Available with either a 10W or 50W contact in a pressurised reed switch or a 100VA contact in an evacuated 
= d switch. 
@ 2342-12-000 12VDC tkohm 250mA 100V 95F1439 27.98 Peau Price Each 
Through Hole, DPST-NO Coil Coil Switching Switching Heese) 
© 2332-05-000 5VDC T750hm 500mA DOV 62K0562 BA Mfg. PartNo. | Voltage | Resistance | Current Max Voltage Stock No. 1-9+ 
@ 2332-12-020 12VDC tkohm 500mA 200V 67K1628 12.50 sheough oe ero 
eiuai00 | fave | aio 500mA aoov | e2kosea | 11.74 ess DG |. eon eum, ZOOVDG | RSENTGSORe es 
Fircuh Hoe SET soll ul : @ S2-05EU svpc | 160ohm TA 3sovoc | 98v7e51 | 23.21 
rough Hole, 
@ S2-05PU 5VDC 1600hm 700mA 350VDC 98Y7652 = 
-05- 5VDC 2300h 500mA 200V 90B3370 
ea z a 5VDC oh aie 200v__| 62K0569 = ese se EB = SU 
-05+ ohm im 
© 2341-12-00 T2vbC Tkohm 500mA D0V 95F 1437 zee @ S2-12PU 12VDC tkohm 700mA 350VDC 98Y7654 25.17 
> VERT OVC aah aaa anny caaaaTA ieee @ S2-24EU 24VDC ‘tkohm 1A 350vDC | 98Y7655 | 23.67 
124 ‘ohm im 
ES @ S2-24PU 24VDC ‘4kohm 700mA 350VDC 98Y7656 17.39 
PIMLS760 PIM_5722464 
MICRO-MINIATURE MOLDED SIP RELAYS =MoTOH _— “SERIES MINIATURE HIGH VOLTAGE RELAYS 
—= _ © Single in-line package cynergy3 
+ECHNOLOGY © 4kvV Isolation Voltage across contacts 
RoHS | @ Isolation Voltage 5kV contact to coil 
Compliant @ 2.5A carry current 
© Up to 350V switching voltage 
). The S1 series is a miniature high voltage single-in- 


line reed relay for applications where space saving 
is a prime consideration. 

The coil pins are positioned near the centre of the 
relay while the contact pins are near the ends to 
give improved isolation between the high voltage 


y contacts and the low voltage coil. 
aut / Coil Coil Switching | Switching Price Each 
9n7 Mfg. Part No. Voltage | Resistance | Current Max Voltage Stock No. 1-9+ 
@ Hermetically sealed contacts for long life @ High insulation resistance: 10120 Minimum Through Hole, SPST-NO 
@ Magnetic shielding reduces interaction (10130 Typical) zi 
© Optional coil suppression diode protects coil drive © @ Molded thermoset body on integral lead frame S105 a Jepohm 4A eee SYTOSE a) 
circuits design @ S$1-0504D 5V 1800hm 1A 350VDC 98Y7639 4.95 
© High-speed switching @ S1-0504DM 5V 1800hm 1A 350VDC 98Y7640 24.81 
Operating temperature: -20°C to +85°C. UL/cUL listed; File No. E67117. @ S1-0504M 5V 1800hm 4A 350VDC 98Y7641 4.95 
Coil Coil Switching Switching Price Each @ S1-1204 12V 5000hm 1A 350VDC 98Y7642 4.75 
Mfg. Part No. Voltage Resistance Current Max Voltage Stock No. 1-9+ @ S1-1204D 12V 5000hm 1A 350VDC 98Y7643 22.70 
Through Hole, SPST-NO @ S1-1204DM 12V 5000hm 1A 350VDC 98Y7644 24.81 
@ 9117-05-11 5VDC 400ohm 250mA 100V 20J6550 18.36 @ S1-1204M 12V 5000hm 1A 350VDC 98Y7645 23.83 
@ 9011-05-11 5VDC 500ohm 250mA 100V 39C3312 10.00 @ S1-2404 24V 1000ohm 1A 350VDC 98Y7646 22.89 
@ 9011-05-10 5VDC 5000hm 250mA 100V 3108189 10.68 @ S1-2404D 24V 10000hm 1A 350VDC 98Y7647 23.83 
@ 9012-05-11 5VDC 5000hm 500mA 200V 39C5427 7.76 @ S1-2404DM 24V 10000hm 1A 350VDC 98Y7648 24.81 
@ 9012-05-10 5VDC 5000hm 500mA 200V 35K3115 7.24 @ S1-2404M 24V 10000hm 1A 350VDC 98Y7649 23.83 
@ 9011-12-11 12VDC 750ohm 250mA 100V 3903314 12.34 PIM_5722457 
> CONTINUED > 
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REED RELAYS 


DB(UL) SERIES HIGH VOLTAGE RELAYS DA(UL) SERIES HIGH VOLTAGE RELAYS (CONT.) 
oe Roo cynergy3 Coil Coil Switching | Switching Price Each 
Son comac! Resisianice Mfg. Part No. | Volt: Resist: Current M Volt Stock N 1-9+ 
@ HV connections via Flying Leads, Solder Turret Ber areNe: oltage esistelice Urrentax oltage ORC) = 
(wire wrap), or 1/4” Spade Terminals Through Hole, SPST-NO 
; i foe sl - @DAR71210FU | 12VDC 1500hm 3A AkV 98Y7533 | 70.96 
eae aes th e Sy Ae e@par7izioTu | 12vDC | 1500hm 3A 1KV 98Y7536 | 81.42 
voltages (up to 10kV) are ‘achieved through the @ DAR71210U 12VDC 1500hm 3A 1kV 98Y7537 57.16 
use of high vacuum reed switches with Tungsten : @ DAT72410FU 24VDC 7800hm 2A TkV 98Y7553 74.02 
contacts and make these relays suitable for high : @ DAT72410TU 24VDC 7800hm 2A TkV 98Y7556 84.91 
reliability applications, such as cardiac defibrillators, 
test equipment and high voltage power supplies. @ DAT72410U 24VDC 7800hm 2A 7kKV 98Y7557 60.28 
The Tungsten contact relays can switch higher @ DAR72410FU 24VDC 7800hm 3A 1kV 98Y7538 67.59 
voltages, up to 7000Vdc/ac peak to peak 
PCB or Panel Mount, via Nylon studs, versions are @ DAR72410TU 24VDC 780ohm pA ak EME 81.42 
available. @ DAR72410U 24VDC 780ohm 3A 1kV 98Y7542 57.16 
Connection options, for the HV, include PCB, solder turret(wire wrap), flying lead and 0.25” spade terminals. PIM_5722451 
Coil Coil Switching | Switching Price Each 
Mfg. Part No. Voltage | Resistance | Current Max Voltage Stock No. 1+ D-HR SERIES HIGH VOLTAGE RELAYS 
Panel, SPST-NC © 10kV or 15KV Isolation eyaerny® 
@ DBT70510PU 5VDC 38ohm 2A 7kV 98Y7559 99.32 © Low Contact Resistance 
e@ppT70si0su_| S5vDC 380hm 2A 7K 98v7560 | 99.32 @ PCB or Flying Leads Connections ae 
© |deal for sensitive test and measurement circuits is 
@ DBT71210PU 12VDC 240ohm 2A TKV 987564 99.32 @ Which require low leakage current losses <a 
@ DBT71210SU 12VDC 240ohm 2A TkV 98Y7565 99.32 Very high isolation voltages - up to 15kV, are achieved =e 
@ DBT72410PU 24VDC 9250hm 2A TkV 98Y7569 99.32 through the use of high vacuum reed switches with either 
thodium or tungsten contacts which make these relays 

@ DBT72410SU 24VDC 9250hm 2A TRV 98Y7570 99.32 suitable for high reliability applications, such as cardiac 
Through Hole, SPST-NC defibrillators, test equipment and high voltage power 
@ DBT70510FU 5VDC 380hm 2A 7kV 98Y7558 86.58 aun itavell ; it hentia 
® DBT70510TU VDC 38ohm 7A 7kV 98Y7561 09.32 a contact relays have low contact resistance, while the tungsten contact relays can switch higher 
@ DBT70510U 5VDC 380hm 2A TkV 98Y7562 72.87 7 

= Tovpes | = 40ch 7 ay aes Coil Coil Switching | Switching Price Each 
@ DBT71210FU on 86.59 Mfg. Part No. Voltage | Resistance | Current Max Voltage | Stock No. 1-9+ 
@ DBT71210TU 12VDC 2400hm 2A 7kV 98Y7566 99.32 Through Hole, SPST-NC 
@ DBT/1210U 12VDC 2400hm 2A 7kKV 987567 — DBT70510-HR 5VDC 380hm oN 7kV 4170892 68.70 
@ DBT72410FU 24VDC 9250hm 2A 7kV 98Y7568 86.59 DBT70510F-HR 5VDC 380hm PIN 7kV 41Y0893 70.68 
SET NOTU | 2AYDG 7) erebi an 7k SENS SSIS DBR70510-HR | 5VDC | 38ohm 3A ikv | 44v0886 | 65.75 
@ DBT72410U 24VDC 9250hm 2A 7kKV 98Y7572 ee DBR70510F-HR 5VDC 380hm 3A 1kV 410887 68.16 
PIM_5722454 


DBT71210-HR 12VDC 240ohm 2A TkV 41Y0894 68.70 
DBT71210F-HR 12VDC 240ohm 2A TkV 41Y0895 81.63 
DBR71210-HR 12VDC 240ohm 3A 1kV 41Y0888 = 
DBR71210F-HR | 12VDC | 240ohm 3A TKV 41yos89 | 68.16 
DBT72410-HR 24VDC 925ohm 2A TkV 41Y0896 58.30 
DBT72410F-HR 24VDC 9250hm 2A TkV 41Y0897 70.68 
DBR72410-HR 24VDC 9250hm 3A 1kV 410890 56.93 
DBR72410F-HR 24VDC 9250hm 3A 1kV 41Y0891 78.70 
rough Hole, SPST-NO 
DAT70515F-HR 5VDC 160hm 2A 10kV 41Y0877 95.61 
DAT70510-HR 5VDC 280hm 2A TkV 410874 49.19 


DA(UL) SERIES HIGH VOLTAGE RELAYS 
® 10kV Isolation 
© Low Contact Resistance 
e HV connections via Flying Leads, Solder Turret 
(wire wrap), or 1/4” Spade Terminals 
@ PCB or Panel Mount 
© Excellent AC characteristics 


Recently approved by UL, very high isolation 
voltages (up to 10kV) are achieved through the use 
of high vacuum reed switches with either Rhodium 
or Tungsten contacts and make these relays suitable 
for high reliability applications, such as cardiac 


cynergy3 


SOC e;e eee el ee/e\reeeeieeieje eee 


defibrillators, test equipment and high voltage power DAT70510F-HR 5VDC 28ohm 2A TKV 41Y0875 | 60.37 
Supplies. DAR70510-HR 5VDC 28ohm 3A 1kV 41y0868 | 46.70 
The Rhodium | contact relays have low contact DAR70510F-HR 5VDC 28ohm 3A TkV H1Y0869 66.88 
resistance, while the Tungsten contact relays can 
switch higher voltages. DAT71215-HR 12VDC 950hm 2A 40kV 41Y0880 82.71 
PCB or Panel Mount, via Nylon studs, versions are available. DAT71215F-HR 42VDC 95o0hm 2A 40kV 41Y0881 95.61 
Connection options, for the HV, include PCB, solder turret(wire wrap), flying lead and 0.25” spade terminals. DAT71210F-HR 72VDC 1500hm OA 7kV H1Y0879 60.37 
Coil Coil Switching | Switching isicelEacty DAR71210F-HR | 12VDC |  150ohm 3A 1KV 41v0s71 | 57.92 
Mfg. Part No. Voltage | Resistance | Current Max Voltage Stock No. 1-9+ DAT72415F-HR 24VDC 3500hm 2A TOKV A1Y0885 05.61 
Pane Seetne DAT72410F-HR_ | 24VDC | 7800hm 2A 7k | 410883 | 69,72 
@DATFOSIOPU | -SVDC_| _28ohm a TRV Cities) || 26 DAR72410-HR | 24VvDC | 780ohm 3A ikv | 41v0872 | 46.70 
©. DATHOSI0SU"_\| SYDG" | _<280hm zh IY BEYCSAS = DAR72410F-HR | 24VDC | 780ohm 3A 1kV 4170873 | 66.88 
@ DAR70510PU 5VDC 28o0hm 3A 1kV 98Y7529 — piu eT 
@ DAR70510SU 5VDC 28o0hm 3A 1kV 98Y7530 81.42 ~ 
@ DAT71210PU 12VDC 150ohm 2A TkV 98Y7549 84.91 
@paTri210su_ | 12vDC 1500hm 2A 7kV 9877550 | 984.91 SB SERIES HIGH VOLTAGE REED RELAY 
eatures: 3 
@ DAR71210PU 12VDC 1500hm 3A 1kV 98Y7534 81.42 ® Space saving package cynergy 
@ DAR71210SU 12VDC 1500hm 3A 1kV 98Y7535 _ © Isolation Voltage across contacts 4kV or 5kV (depend- 
@ DAT72410PU 24VDC 7800hm 2A 7kV 98Y7554 84.91 7 ure es eee saci Spits aa 
a a LAT ce isolation Voltage 7kV contact to coi ' n 
@ DAT72410SU 24VDC 7800hm 2A TkV 98Y7555 84.91 © 25Acarry current Available 
@ DAR72410PU 24VDC 7800hm 3A 1kV 98Y7539 81.42 © 1000VDC switching voltage models available; V suffix 
@ DAR72410SU 24VDC 7800hm 3A 1kV 98Y7540 81.42 The S8 series is a miniature high voltage | 
7 reed relay for applications where space 
Through Hole, SPST-NO saving is a prime consideration. ; 
@ DAT70510FU 5VDC 280hm 2A TkV 98Y7543 70.47 
@ DAT70510TU 5VDC 28ohm 2A TkV 98Y7546 84.91 
@ DAT70510U 5VDC 28ohm 2A TkV 98Y7547 69.15 
@DAR70510FU | 5VDC 280hm 3A 1KV 98Y7528 | 97.00 Coil Coil Switching | Switching Price Each 
@ DAR70510TU 5VDC 280hm 3A 1kV 98Y7531 81.42 Mfg. PartNo. | Voltage | Resistance | Current Max Voltage Stock No. 1-9+ 
@par7os10u | SvDC_ | 280hm 3A ik | 98Y7532 | 57.17 Through Hole, SPST-NO 
e@parri2ioru | 12vDC | 1500hm 2A 7K 98Y7548 = 58-0504 SVDC | _1200hm IA S50VDC [RZ TATSEOE IAS 
e@oar7izioTu | 12vDC | _1500hm 2A 7k __|_98v7551 | 84.91 @seosou | VDC | 1200hm 16 S50vDC_| 98Y7687_| 16.66 
© DATTI210U ‘VDC 1 4500hm 7A Tk 9ev7552 | 60.29 $8-1204 tavoc_[ _750ohm 1A 350vDC | 27x7561 | 13.81 
- @ S8-1204U 12VDC 7500hm 1A 350VDC 98Y7658 16.66 
> CONTINUED > > CONTINUED > 
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REED RELAYS 


REED RELAYS HAMLIN: PA Littelfuse 


Coil Coil Switching Switching Price Each H NOW PART OF Expertise Applied | Answers Delivered 
Mfg. PartNo. | Voltage | Resistance | Current Max Voltage Stock No. 1-9+ Soper 
Through Hole, SPST-NO Available 
@ S8-2405U 24VDC 1.5kohm 1A 350VDC 98Y7659 16.66 
$8-2405 24VDC 1.55kohm 1A 350VDC 27X7562 14.50 | | , 
PIM_5528339 . \ 
| i 
HE721A0500 
$2 AXIAL STYLE REED RELAY 
@ Variable mounting options 3 
© Reliable reed switch contacts eynerey’ HE3621A0500 HESS2140400 
= aif eos etie ele bee Ha << RoHS Relays are molded construction and compatible with automatic insertion and board washing. All contacts are 
ara se Te ae mons i ere t dina’ ng tg Gesinpiat run-in one million operations prior to testing. Operating temperature: -40°C to +85°C. Immune to 50G shock and 
Mi saree ie d ere *oticns ig siti ‘i a variety Available 20G vibration. 10-2000Hz. Maximum contact resistance: 200 milliohms. Other voltages are also available. 721, 
9 ae fe 7 Tha lesa mee sul ies be | h 3321, and 3621 series reed relays are also available in a form B (normally closed) configuration in both 5-volt 
fic reel eadoul sei ae exible oe and 12-volt coil versions. Form B 24-volt coil not available on 3621 series. All of the 721, 3321 and 3621 series 
OreTOW DENGING TOL ASSemply Into equipment, 2 reed relays are available with an external magnetic shield; go online or call. 
: : IE aaa eae Coil Coil Switching | Switching Price Each 
bite Part N ee a Pcie gasses Gia, | EE Mfg. Part No. Voltage | Resistance | Current Max Voltage | Stock No. 1-9+ 
a ig. am o toat wae esistance urrent Max foltage lock No. - Through Hole, DPST-NO 
rough men. ie | ee rr mn — @HE722A0510 | 5VDC |  2000hm 500mA 200V | 44F7462 3.49 
Sewer ae a - San0 eo fe @HE72200500 | SVDC |  200chm 500mA | 200vDC | 44F7461 = 
alls VDC So 7O0mA 360VDC BITSSS ufe8 @ HE722A1210 12VDC 5000hm 500mA 200V 44F7464 4.53 
sal obo be . a - a oul, @HE72201200 | 12VDC | 500chm 500mA | 200vDC | 44F7463 1.78 
pele De — ak 0/0 20 @ HE722A2410 | 24VDC | 2.15kohm 500mA 200v | 44F7466 2.94 
Seek oDE A - ee Zi @ HE72202400 | 24VDC | 2.15kohm 500mA 200vDc | 05M4145 2.08 
DU 24VDC a 700mA 350VDC 27X7559 = theeagh ibe BE Oe 
eee sab a Zee @HE3321C0500 | 5VDC | 1250hm 250mA | 175VDC | OSM4136 | 3.95 
rene @HE721C0510 | SVDC |  2000hm 250mA 175v | 40M5193 | 3.12 
@ HE721C0500 5VDC 2000hm 250mA 175VDC 05M4141 4.82 
$2 SERIES AXIAL STYLE REED RELAY @HE721C0530 | 5VDC |  2000hm 250mA 175VDC_| 05M4142 aa 
Features: eae cynergy3 == @ HE721E0510 5vDC | 200chm 250mA 175VDC | 97K1321 9.50 
@ Variable mounting options 
© 10W, 50W and 100W contact options @ HE721R0510 5VDC 2000hm 250mA 175VDC 97K1323 = 
@ Reliable reed switch contacts << Pols ; @ HE721C1210 12VDC 500ohm 250mA 175V 44F7459 3.63 
The SOitned relay series Tom Gypergi> Has Bean Avaiable, = @HE721C1200 | 12VDC | _500chm 250mA i7evoc | _05M4143 i 
leveloped for applications where mounting 
is not possible. The relay can be mounted in a @ HE72102410 24VDC 2kohm 250mA 175V 44F7460 3.93 
variety of methods and orientations to suit particular @ HE3321C2400 24VDC 2kohm 250mA 175V 10M5192 3.37 
applications. The leadout wires are flexible enough - @ HE721C2400 24VDC 2kohm 250mA 175VDC 05M4144 5.41 
to allow bending for assembly into equipment. Th h Hole, SPST-NO 
Available with either a 10W or 50W contact in a pressurised reed switch or a 100W contact in an evacuated rough hole, = 
teed switch. @ HE721A0510 5VDC 500ohm 500mA 200V 44F7456 0.82 
Coil Coil Switching Switching Price Each @ HE3621A0500 5VDC 5000hm 500mA 200V 87F1417 1.46 
Mfg. PartNo. | Voltage | Resistance | Current Max Voltage Stock No. 1-9+ @ HE3621A0510 5VDC 5000hm 500mA 200V 05M4138 4.17 
Through Hole, SPST-NO @ HE3321A0400 5VDC 500ohm 500mA 200VDC 28F2010 qos 
$2-05E [ 5VDC 1600hm 1A 350VDC 27X7554 17.46 @ HE721A0500 5VDC 500ohm 500mA 200VDC 28F2022 0.59 
$2-05P 5VDC 1600hm 700mA 350VDC 27X7555 15.14 @ HE751A0510 5VDC 5000hm 500mA 300VDC 97K1327 1.09 
$2-12E 12VDC 1kohm 1A 350VDC 27X7556 20.56 @ HE3621A1210 12VDC 1kohm 500mA 200V 05M4139 2.26 
$2-12P 12VDC 1kohm 700mA 350VDC 27X7557 21.92 @ HE721A1200 12VDC 1kohm 500mA 200VDC 28F2023 1.90 
$2-24E 24VDC 1kohm 1A 350VDC 27X7558 19.58 @ HE721A1210 12VDC 1kohm 500mA 200VDC 44F7457 4.05 
$2-24P 24VDC 1kohm 700mA 350VDC 27X7559 21.92 @ HE3321A1200 12VDC 500ohm 500mA 200VDC 28F2011 ae 
PIM_5524892 @ HE3321A2400 24VDC 2kohm 500mA 200VDC 28F2012 1.37 
@ HE3621A2410 24VDC 2.15kohm 500mA 200V 50F7993 1.39 
D200 SERIES HIGH POWER REED RELAY @ HE721A2410 24VDC 2.15kohm 500mA 200VDC 46F3897 = 
Features: 3 PIM_3280 
@ 200W switching power eynerey 
© 7kV Isolation across contacts SIP AND DIP DRY REED RELAYS . 
@ Low Contact Resistance aaa 
e@ PCB Mount - — © 8-Pin DIP or 4-Pin SIP Packages Schneider 
@ Excellent AC characteristics =35 7 © Contact rating: 0.5 A, except for W172: 0.254 & Electric 


The D200 series combines a high power 200W 
switching capacity with isolation of 7kV across the 
contacts. This switching performance is achieved 


through the use of high vacuum reed switches with 
Tungsten contacts and make these relays suitable 
for high reliability applications, such as test equipment and high voltage power supplies. These are PCB Mount 
relays, though custom options may be available on request. 
Coil Coil Switching | Switching Price Each 
Mfg. PartNo. | Voltage | Resistance | Current Max Voltage Stock No. 1-9+ 
Through Hole, SPST-NO 
DAT200-05 5VDC 280hm 3A 2.5kV 27X7430 54.47 
DAT200-12 12VDC 1500hm 3A 2.5kV 27X7431 57.02 
DAT200-24 24VDC 7800hm 3A 2.5kV 27X7432 54.47 
PIM_5524887 


1.800.463.9275 © newark.com 


@ Single, Double and 4-pole contact configurations RoHS 
© Coil voltage: 5-24V Ose 
Contact resistance: 200 milliohms typical. Insulation q avail 
resistance: 1010 ohms @ 100VDC minimum. Dielectric 
withstanding voltage between contacts 200VDC minimum, 
between coil and contacts 1000VDC minimum. Shock: 100 } 
G's, 11 mS @ 1/2 sinewave. Vibration: 20 G’s,0- 5000Hz ° | | I 
operating. Ambient temperature: -15°C to 85°C. U 
Coil Coil Switching | Switching Price Each 
Mfg. Part No. Voltage | Resistance | Current Max Voltage Stock No. 1-19+ 
Through Hole, DPST-NO 
@ W171DIP-25 5VDC 5000hm 500mA 100V 10M6270 = 
@ W171DIP-21 5VDC 5000hm 500mA 100V 10M6267 = 
@ W171DIP-27 12VDC 1kohm 500mA 100V 10M6271 —_ 
@ W171DIP-28 24VDC 2.2kohm 500mA 100V 10M6272 —_ 
Through Hole, SPDT 
@ W172DIP-5 5VDC 2000hm 250mA 100V 10M6290 12.87 
@ W172DIP-1 5VDC 2000hm 250mA 100V 10M6277 13.89 
@ W172DIP-147 5VDC 200ohm 250mA 100V 10M6278 = 
@ W172DIP-31 5VDC 2000hm 250mA 100V 10M6286 = 
@ W172DIP-149 12VDC tkohm 250mA 100V 10M6279 = 
> CONTINUED > 
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@ Indicates RoHS Compliant 
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SIP AND DIP DRY REED RELAYS (CONT.) REMCON RELAY SWITCHES AMPROBE 
Coil Coil Switching | Switching ee ees ene) ae Rae: 
Mfg. Part No. Voltage | Resistance | Current Max Voltage Stock No. 1-19+ © Switches ae power ON and OFF using low voltage @) 
Through Hole, SPDT control circuit 
@ W172DIP-3 42VDC 4kohm 250mA 100V 40M6285 ee © Built in transformer, no step down transformers 
necessary 
@ Wi72DIP-7 t2vDC tkohm 250mA 100V 106291 20.61 © Single relay can be controlled by multiple switches and 
@ W172DIP-8 24VDC 2.2kohm 250mA 100V 10M6292 — multiple relays can be controlled by single switch 
@ W172DIP-150 24VDC 3.2kohm 250mA 400V 40M6280 wir © Light #22 cable can be used to control relay instead 
of Romex or armored cable - significant time and cost 
Through Hole, SPST-NC savings 
@ W171DIP-17 5VDC 5000hm 500mA 100V 10M6264 — © AC Voltage from 105 to 125V 
@ W117SIP-18 5VDC 500ohm 500mA 200V 40M6258 mee : ed Current hd 6.5A (1/4 HP max. motor load at 120V) VA 
requency: 60Hz 
@ Wi71DIP-14 12vDC tkohm S00mA 100V 106263 10.41 © Safe control switching: 10VDC max. and 10 milliamps max. 
Through Hole, SPST-NO 5 
g Coil Contact Price Each 
@ W171DIP-7 5VDC 5000hm 500mA 100V 10M6275 = Mfg. Part No. Voltage Current Stock No. 1+ 
@ W107DIP-5 5VDC 5000hm 500mA 100V 10M6254 = Panel 
@ W171DIP-2 5VDC 5000hm 500mA 100V 10M6266 = RC-120S 10VDC 6.5A 15B4429 = 
@ W117SIP-6 5VDC 5000hm 500mA 200V 10M6260 8.28 - 
@ W117SIP-1 5VDC 5000hm 500mA 200V 10M6257 — bite Pare pecan Sinaia faen 
@ W107DIP-3 f2vDC | tkohm 500mA toov | 10M6252 - ae ULE Soa Sack = A a 
@ W107D1P-7 favoc | tkohm 500mA toov | 10m6255 : a = 
@wiriDiP-o | 24VDC | 2.2kohm 500mA 100V | 16M1407 ee 
— SAFETY RELAYS ae 
@ Emergency stop” & “Gate monitoring” functions YY Cc RO U Z ET 
P&B DIP AND SIP DRY REED RELAYS @ Single channel operation RoHS 
= TE © Security with redundancy and feedback circuit : Sepiimoin 
Cl os @ 3 “NO” security contacts = Available 
@ 14 “NC’ monitoring contact @) 
AUTHORIZED DISTRIBUTOR © Security category 3 (according to EN 954-1) 
RoHS | © Performance Level (PL) d, safety category 3 to EN 
pomptent ISO 13849-1 
3 © SIL Claimed Level (SIL CL) 2 to IEC/EN 62061 
A G © Terminals : fixed screw terminals or plugin cage 
clamp terminals 
Emergency stop module with with 1 channel - 22.5mm 
-kna(c)-3ys 
DIP SIP Coil Contact Price Each 
JWD series DIP units and JWS series SIP units are designed to accommodate automatic component insertion Mfg. Part No. Voltage Current Contacts Stock No. 1-9+ 
and permit high density packaging of components on printed circuit boards. Contact material: ruthenium. DIN Rail 
Mounted height is only 0.315” (8.00), allowing PC board spacing on 0.500” (12.70) centers. Molded epoxy = 
package with terminals on 0.100” (2.54) centers compatible with automatic wave soldering. Can be immersion @ 85102632 24VAC 5A 3PST-NO, SPST-NC 55W2115 = 
or spray cleaned. Operating temperature range: -35°C to +85°C. @ 85102031 24VDC 5A 3PST-NO, SPST-NC 24W9375 ae 
Coil Coil Switching Switching Price Each @ 85102331 24VDC 5A 3PST-NO, SPST-NC 55W2109 = 
Mfg. Part No. Voltage Resistance Current Max Voltage Stock No. 1-9+ @ 85102631 24VDC 5A 3PST-NO, SPST-NC 55W2114 a3 
Through Hole, DPST-NO @ 85103031 24VDC 5A 3PST-NO, SPST-NC 55W2119 = 
@ JWD-171-25 5VDC 200ohm 500mA 100V 81F9293 6.67 @ 85102956 24VDC 5A 5PST-NO 55W2118 = 
@ JWD-171-27 12VDC 5000hm 500mA 100V 81F9295 13.54 @ 85102621 24VDC 5A DPST-NO 55W2113 = 
@ JWD-171-28 24VDC 2.2kohm 500mA 100V 81F9297 15.58 @ 85102034 110VAC 5A 3PST-NO, SPST-NC 55W2106 = 
@ JWD-171-24 24VDC 2.2kohm 500mA 100V 81F9296 6.28 @ 85103034 110VAC 5A 3PST-NO, SPST-NC 55W2120 = 
Through Hole, SPDT @ 85102954 115VAC 5A 5PST-NO 55W2116 = 
@ JWD-172-5 5VDC 200ohm 500mA 28V 81F9305 e238) @ 85102434 115VAC 8A 3PST-NO, SPST-NC 55W2110 == 
@ JWD-172-3 12VDC 5000hm 500mA 28V 81F9306 14.61 @ 85102035 230VAC 5A 3PST-NO, SPST-NC 55W2107 = 
@ JWD-172-4 24VDC 2.2kohm 500mA 28V 81F9308 15.06 @ 85103035 230VAC 5A 3PST-NO, SPST-NC 55W2121 = 
Through Hole, SPST-NO @ 85102435 230VAC 8A 3PST-NO, SPST-NC 55W2111 = 
@ JWD-107-5 5VDC 5000hm 500mA 100V 81F9287 5.65 @ 85102955 240VAC 5A 5PST-NO 55W2117 — 
@ JWD-107-1 5VDC 5000hm 500mA 100V 81F9286 ess PIM_209437 
@ JWS-117-1 5VDC 5000hm 500mA 100V 46F3511 8.04 
@ JWD-171-5 24VDC 2.15kohm 500mA 100V 81F9290 = G7SA SERIES FORCE GUIDED RELAYS om RON 
PIM_3287 Sti 
AUTOMATION & SAFETY 
Compl t 
SAFETY RELAY eRe 


© Less inventory since the universal relay is used for all type of safety devices 
@ Fast exchange thanks to removable terminal blocks 

@ Easier troubleshooting with information output 

@ Up to PL e/Cat 4, SIL3 

© LED indication on front for fast diagnostic 

The RT series consists of universal relays that have the most 
common functions used in safety situations. These safety relays 
can supervise both your safety devices and the internal safety 
of your machinery. In addition you can select the safety level 
required for each installation. 


Coil Contact Price Each 
Mfg. Part No. Voltage Current Contacts Stock No. 1-4+ 
DIN Rail 
2TLA010029R0000 24VDC 6A DPST-NO 661537 ae 
PIM_5542769 


940 


& W 


P7SA-10F-ND DC24 G7SA Series 
© 6A resistive load 


© Temperature -40° to 85°C 


© 4 pole or 6 pole models 
@ Track-mounting or Back-mounting Sockets 
@ Conforms to: EN50205, EN61810-1 


The G7SA relays with force guided contacts are compact, slim and conform to EN standards. DIN mountable 
sockets make these ideal for control panels with limited space. Ideal for use with Safety Interlock circuits. 
Coil Contact Price Each 

Mfg. Part No. Voltage Current Contacts Stock No. 1-9+ 
Socket 
@ G7SA-3A1B DC24 24VDC 6A 3PST-NO, SPST-NC 93K7580 53.89 
@ G7SA-4A2B DC24 24VDC 6A 4PST-NO, DPST-NC 50M2047 es 
@ G7SA-2A2B DC24 24VDC 6A DPST-NO, DPST-NC 93K7579 52.74 
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G7SA SERIES FORCE GUIDED RELAYS (CONT.) PRINTED CIRCUIT BOARD ZERO-CROSS SWITCHING RELAYS (CONT.) 
Mfg. Part N T we Stock N = = Mfg. Part Ni eats t ae re Stock Ni — aa 
ig. Part No. ype i tock No. -1-9+ ig. Part No. urren loltage loltage ‘ock No. + 
@ P7SA-14F-ND DC24 Relay Socket Omron G7SA Series Relays 25C4297 53.89 Zero Crossing 
@ P7SA-10F-ND DC24 Relay Socket Omron G7SA Series Relays 4002726 50.81 @ RP1A23D3 3A 42Vrms-265Vrms 3VDC-32VDC. 05M4328 16.78 
PIM {16477 @ RP1A23D5 5A 12Vims-265Vims | 3VDC-32VDC | 05M4329 | 22.00 
@ RP1A23D5M1 5A 42Vrms-265Vrms 3VDC-32VDC. 93C3930 43.70 
@ RP1A23D10 10A 412Vrms-265Vrms 3VDC-32VDC. 05M4327 25.74 
SF SERIES POLARIZED, MONOSTABLE SAFETY 7 
ih AYS , s $ Panasonic @ RP1A48D10 TOA 2ovims-530vms | 4VDC-32vDc | 054330 | 31.50 
. PIM_73843 
oWNis 
3-PHASE ZERO SWITCHING SOLID STATE RELAYS , f 
© Buit-in snubber network and protective cover 
poem © Bright LED indication CARLO GANZ 
a sen Boeri SOs dapat v 
wailabie 
Features: © Initial contact resistance: 30mO © AC and/or DC control voltage re ant 
© High contact reliability © Contact material: Gold flashed silver alloy © Up to 75A, 660 VAC switching Available 
© Forced operation contacts (2 Form A 2 Form B) © Nominal switching capacity: 6A / 250 VAC; 6A/ © Up to 1200 Vp non-repetitive voltage 
© Independent operation contacts (4 Form A 4 30 VDC Three phase zero switching solid state relays for a ly C € @ 
Form B) @ Max. switching power: 1500VA/ 180W resistive loads (heater bands) and inductive loads. ¢ 
© Separated chamber structure (2 FormA2FormB, @ Max. switching voltage: 440VAC / 30VDC Optional over temperature protection option with @ © e e@ x 
4 Form A 4 Form B) @ Max. carrying current: 6A alarm output. 7 
@ High breakdown voltage 2,500 Vrms between © Nominal operating power: 500 mW > Brcscacn 
contacts and coil @ Initial insulation resistance: 1000MO @ 500VDC Load Operating Control ———— 
© High sensitivity © Operating temperature: -40°C to +70°C Mfg. Part No. Current Voltage Voltage Stock No. 1+ 
© Complies with safety standards @ Unit weight: 2 Form A: Approx. 38g; 4 Form A: Zero Crossing 
Specifications: Approx. 47g @ RZ3A60D25 2A 42VAC-660VAC | 4VDC-32VDC | 05M4347 | 245.00 
Coil Contact Price Each @ RZ3A60A25 25A 42VAC-660VAC_ | 24VDC-50vDC | 05M4345 | 260.00 
Mfg. PartNo. | Voltage _| Current Contacts Stock No: 1) @ RZ3AG0D55 55A 42VAC-660VAC_ | 4VDC-32VDC 17M9319 | 289.00 
Through Hole @ RZ3AG0A55 55A 42VAC-660VAC | 24VDC-50vDC | 17M9318 | 295.00 
@ SFAD-DC12V 12vDC 6A 4PST-2NO, DPST-NC_| 90R0563_ | 43.31 @ RZ3A60D75 75A 42VAC-660VAC | 4VDC-32vDC | 05M4349 | 362.00 
@ SF2D-DC12V — — a — — 32.05 @ RZ3A60A75 75A 42VAC-660VAC | 24VDC-50vDC | 05M4346 | 375.00 
@ SF4D-DC24V -2NO, - 42.59 
PIM_78970 
@ SF2D-DC24V 24VDC 6A DPST-NO, DPST-NC 90R0559 32.91 
PIM_177586 
i ZERO-CROSS SWITCHING RELAYS 
Green LED indicator 
SCHRACK SAFETY RELAYS Protective touch-safe cover 


© Meet requirements of the “Employees Liability Insurance Asscociations’” for the 
forcible acuation of contact pile-up 

© Separate contact chambers so that the actuating system is reliably isolated from the 
contact spring set, even if the wire or spring breaks, 
clearance and creepage distances according to VDE 
0110 insulation group C 250 

@ Maximum switching current 6-8A 

@ UL recognized file no. E214024 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


All are UL recognized file no., E214024. Sensitive . 
versions, models with increased spacing and DIN mount A” \Y us 
modules also available; go online or call. 

SR2M series (V23047) neutral monostable relays with two 

forcibly guided contacts are rated load voltage: 250VDC 

maximum. Continuous current: 6A. Nominal power: 

700mW. 

SR2M Series (V23047) 
Coil Contact Price Each 
Mfg. Part No. Voltage Current Contacts Stock No. 1-24+ 

Through Hole 
@ V23047-A1005-A501 5VDC 6A DPDT 8109441 8.88 
@ V23047-A1012-A501 12VDC 6A DPDT 36K2083 16.61 
@ V23047-A1012-A511 12VDC 6A SPST-NO, SPST-NC 36K2084 8.12 
@ V23050-A1021-A542 21VDC 8A 4PST-NO, DPST-NC 97H6233 19.52 
@ V23047-A1024-A501 24VDC 6A DPDT 36K2085 15.43 
@ V23047-A1024-A511 24VDC 6A SPST-NO, SPST-NC 81C8797 13.44 
@ SR4M4024 24VDC 8A 3PST-NO, SPST-NC 07H6871 25.94 
@ V23050-A1024-A542 24VDC 8A 4PST-NO, DPST-NC 36K2086 29.56 
@ 7-1415055-1 60VDC 8A DPST 08N5523 18.30 
@ V23047-A1110-A511 110VDC 6A SPST-NO, SPST-NC 9208427 17.03 

PIM_33997 


PRINTED CIRCUIT BOARD ZERO-CROSS SWITCHING RELAYS 

@ 4 to 32VDC Input 

@ 3,5, 10 and 25 Amp Versions 

@ 3Aand 5A Versions Are Available Soldered into 
DIN Rail Mount Socket 

© 10A Versions Feature Integrated Heat Sink (25A 
with Forced Air Cooling) 


Zero switching PC board SSRs are ideal where 
mounting space is limited. 3A and 5A types with 
suffix Ml in type number are soldered into a DIN rail 
mount socket with an LED indicator; go online or call. 


CARLO GAVAZZI 


V 


RoHS _ 
Compliant 
Available 


AW 
CE 
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Built-in MOV protection 

SMD internal circuitry 

No internal mechanical stress (no potting) 

AC and/or DC control voltage 

Up to 100A switching capability 

Up to 660VAC switching 

Zero switching solid-state relays offer up to 1400Vp non- 
repetitive peak voltage. Provide high current carrying 
capabilities for operational voltages up to 660VAC. Normally 


RoHS — 
Compliant 
Available 


open, back-to-back SCR outputs are utilized in the output 
circuitry to reduce leakage current. UL recognized, CSA 
certified, CE compliant. 600VAC switching types also available; 
go online or call. 
Load Operating Control Price Each 

Mfg. Part No. Current Voltage Voltage Stock No. ike 
Zero Crossing 
@ RM1A23D25 25A 24VAC-265VAC 3VDC-32VDC 05M4304 58.00 
@ RM1A23A25 25A 24VAC-265VAC, 22VDC-48VDC 05M4302 59.00 
@ RM1A48D25 25A 42VAC-530VAC. 4VDC-32VDC 05M4308 64.60 
@ RM1A23D50 50A 24VAC-265VAC, 3VDC-32VDC 05M4305 66.00 
@ RM1A23A50 50A 24VAC-265VAC 22VDC-48VDC 05M4303 67.00 
@ RM1A48A50 50A 42VAC-530VAC 22VDC-48VDC 05M4307 79.80 
@ RM1A60D50 50A 42VAC-660VAC 4VDC-32VDC 16C5590 93.00 
@ RM1A23D75 75A 24VAC-265VAC, 3VDC-32VDC 05M4306 103.00 
@ RM1A48A75 75A 42VAC-530VAC 22VDC-48VDC 16C5579 114.00 
@ RM1A48D100 100A 42VAC-530VAC 4VDC-32VDC 16C5580 163.00 
PIM_60871 


Solid-State Relays, RGS1P SERIES 

@ 1-pole analog switching AC solid state relays 

© Selectable mode of operation: ( Phase Angle, Full Cycle 
x1/x4/ x16, Advanced Full Cycle, Soft Starting) 

@ Rated operational voltage: up to 660 VAC 

@ Rated operational current: up to 90 AAC 

© Control inputs: 4-20 mA, 0-5V, 1-5V, 0-10V, external 
potentiometer 

@ Integrated varistor protection on output 

@ Load ON LED indication 

@ 100KA short circuit current rating according to UL508 


The RGSIP is a series of solid state relays that give the 
possibility to control output power of 1-phase loads with an 
analog control input. The RGS1P is intended to be mounted 
on chassis or an external heatsink. 


RoHS — 
Compliant 
Available 
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SOLID-STATE PANEL-MOUNT RELAYS 


Solid-State Relays, RGS1P SERIES (CONT.) RK SERIES SOLID STATE RELAYS (CONT.) 
Load Operating Control | Price Each Load Operating Control | Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1+ Mfg. Part No. Current Voltage Voltage Stock No. 1+ 
Proportional Output @ RK2B60D50P 50A 600VAC 4VDC-32VDC 03AC2289 111.15 
@ RGS1P23AA50E 50A 85VAC-265VAC He 77Y6572 174.00 @ RKD2B60D75C 75A 600VAC 4VDC-32VDC 03AC2281 149.00 
@ RGS1P23K50ED 50A 85VAC-265VAC fa 77Y6574 183.00 @ RKD2B60D75P 75A 600VAC 4VDC-32VDC 03AC2282 154.00 
“@RGS1P23V50EA | 50A | 85VAC-265VAC | OVDC-10vDc | 77ve576 | 245.00. © @ RK2B60D75P 75A 600VAC 4vbC-32vbc | 03AC2290 | 152.00 
@ RGS1P23V50ED 50A 85VAC-265VAC OVDC-10VDC 7TY6577 201.00 Zero Crossing 
@ RGS1P48AA50E 50A 190VAC-550VAC oe 7TY6580 174.00 @ RKD2A23D50C 50A 24VAC-265VAC 4VDC-32VDC 03AC2269 95.95 
@ RGS1P48K50ED 50A 190VAC-550VAC. oe 7TY6582 182.00 @ RKD2A23D50P 50A 24VAC-265VAC 4VDC-32VDC 03AC2270 99.75 
@ RGS1P48V50EA 50A 190VAC-550VAC. OVDC-10VDC 7TY6584 245.00 @ RKD2A23D51C 50A 24VAC-265VAC 4VDC-32VDC 03AC2271 109.00 
@ RGS1P48V50ED 50A 190VAC-550VAC. OVDC-10VDC 77Y6585 201.00 @ RKD2A23D51P 50A 24VAC-265VAC 4VDC-32VDC 03AC2272 114.00 
@ RGS1P60AA50E 50A 410VAC-660VAC a 77Y6588 174.00 @ RKD2A60D50C 50A 42VAC-660VAC 4VDC-32VDC 03AC2273 109.00 
@ RGS1P60K50ED 50A A10VAC-660VAC os 7TY6590 183.00 @ RKD2A60D50P 50A 42VAC-660VAC 4VDC-32VDC 03AC2274 96.17 
@ RGS1P60V50EA 50A 410VAC-660VAC OVDC-10VDC TTY6592 77.78 @ RKD2A60D51C 50A 42VAC-660VAC 4VDC-32VDC 03AC2275 117.00 
@ RGS1P60V50ED 50A 410VAC-660VAC OVDC-10VDC TTY6593 201.00 @ RKD2A60D51P 50A 42VAC-660VAC 4VDC-32VDC 03AC2276 121.00 
@ RGS1P23AA92E 90A 85VAC-265VAC “a TTY6573 232.00 @ RK2A60D50C 50A 42VAC-660VAC 4VDC-32VDC 03AC2283 103.55 
@ RGS1P23K92ED 90A 85VAC-265VAC = TTY6575 241.00 @ RK2A60D50P 50A 42VAC-660VAC 4VDC-32VDC 03AC2284 97.34 
@ RGS1P23V92EA 90A 85VAC-265VAC OVDC-10VDC TTY6578 307.00 @ RK2A60D51C 50A 42VAC-660VAC 4VDC-32VDC 03AC2285 117.00 
@ RGS1P23V92ED 90A 85VAC-265VAC OVDC-10VDC TTY6579 264.00 @ RK2A60D51P 50A 42VAC-660VAC 4VDC-32VDC 03AC2286 113.05 
@ RGS1P48AA92E 90A 190VAC-550VAC. ds TTY6581 232.00 @ RKD2A60D75C 75A 42VAC-660VAC 4VDC-32VDC 03AC2277 e5185 
@ RGS1P48K92ED 90A 190VAC-550VAC. as TTY6583 241.00 @ RKD2A60D75P 75A 42VAC-660VAC 4VDC-32VDC 03AC2278 140.60 
@ RGS1P48V92EA 90A 190VAC-550VAC | OVDC-10VDC TTY6586 307.00 @ RK2A60D75C 75A 42VAC-660VAC 4VDC-32VDC 03AC2287 135.85 
@ RGS1P48V92ED 90A 190VAC-550VAC OVDC-10VDC TTY6587 264.00 @ RK2A60D75P 75A 42VAC-660VAC 4VDC-32VDC 03AC2288 138.70 
@ RGS1P60AA92E 90A 410VAC-660VAC ei TTY6589 233.00 PIM. 5724542 
@ RGS1P60K92ED 90A 410VAC-660VAC sis TTY6591 241.00 
@ RGS1P60V92EA 90A 410VAC-660VAC OVDC-10VDC TTY6594 307.00 
@ RGS1P60V92ED 90A | 410VAC-660VAC | OvDC-1ovbc | 776595 | 264.00 COOLTECH SOLID-STATE RELAYS & CROUZET 
PIM_5514264 RoHS 
Osan 
Available 
RF1 SERIES - SSR , f 
© 30% size of the comparable hockey puck relay sizes 
@ Switching through back to back thyristors CARLO GAIRZZ) 
@ LED for control status indication V 
@ Integrated overvoltage protection on output 
@ Opto isolation input to output 3750 VAC a 
@ 100k cycles endurance test according to UL508 
e 


transils provide protection against overvoltages. A green EMC compliance, and relay or contactor terminal configuration. The CoolTech is rated up to 30A @ 660Vac in a 
LED indicates presence of the control voltage. FASTON compact 22.5mm housing, or 45A in a 45mm housing. 
terminals enable fast installation. Terminal Layout: C: Contactor Configuration, H: Relay Configuration 


Pre-attached thermal interface to SSR backplate i : = — 
The RF1 series provides a compact solid state switching Ss : 
solution suited for confined spaces. Long life time is 6 45mm 
ensured by the use of assembly technology that reduces Crouzet's new CoolTech solid-state relays offer the latest in integral heat sink / SSR technology. Standard 
stresses on the power semiconductors. Integrated hg features include; an epoxy-free design, internal transient protection, DBC substrate, IP20 touch-safe housing, 


Load Operating Control Price Each Load Operating Control | Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1+ Mfg. Part No. Current Voltage Voltage Stock No. 1-9+ 
Random Turn On, Instant On (10) Zero Crossing 
RF1B23L25 25A 24VAC-280VAC 4.5VDC-9VDC TTY6054 8.80 @ GNR20DCZ 20A 48VAC-600VAC 4VDC-32VDC 64M0218 = 
RF1B23M25 25A 24VAC-280VAC 9VDC-18VDC TTY6055 8.80 @ GNR30DHZ 30A 48VAC-600VAC 4VDC-32VDC 17M6645 = 
RF1B23D25 25A 24VAC-280VAC | 18VDC-28.8VDC | 77Y6053 | 43.00 © GNR30BHZ 30A 48VAC-600VAC_ | 90VAC-140VAC_| _17M6643 = 
Zero Crossing, Zero Cross (ZC) @ GNR45DHZ 45A 48VAC-600VAC 4VDC-32VDC 17M6652 = 
@ RF1A23L25 25 24VAC-280VAC 4.25VDC-9VDC 45Y0842 36.00 Zero Crossing, 22.5MM 
@ RF1A23M25 25A 24VAC-280VAC 9VDC-18VDC 450843 41.00 @ GNR10DCZ 10A 24VAC-280VAC 4VDC-32VDC. 17M6638 = 
@ RF1A23D25 25A 24VAC-280VAC 18VDC-28.8VDC 45Y0841 es, @ GNR10DHZ 10A 24VAC-280VAC 4VDC-32VDC 17M6639 = 
PIM 5484948 @ GNR20DHZ 20A 48VAC-600VAC 4VDC-32VDC. 68K4174 = 
= @ GNR30DCZ 30A 48VAC-600VAC 4VDC-32VDC 17M6644 = 
@ GNR30BCZ 30A 48VAC-600VAC 9OVAC-140VAC 17M6642 = 
RK SERIES SOLID STATE RELAYS WF aero cossing asm 
aan CARLO GAVAZZI @ GNR35DCZ 35A 48VAC-600VAC 4VDC-32VDC. 17M6647 = 
. —— | V @ GNR45DCZ 45A 48VAC-600VAC 4VDC-32VDC 17M6651 = 
(Oy e fi Zero Crossing, 90MM 
iS f @ GNR25DCZ 25A 48VAC-600VAC 4VDC-32VDC 17M6641 — 
4 @ GNR25BCZ 25A 48VAC-600VAC QOVAC-140VAC 17M6640 = 
=f PIM_84668 
: N 
eq 
s i | RoHS 
rc) DC SOLID-STATE RELAYS Eien 
iaae (> CROUZET 
@ 2-pole AC solid state relay with either independent © Zero cross or instant on switching © Feat k: C 's traditional isolati ® 
control for each pole or common control © 4-32 VDC control voltage Callies Sale packagesids:fOuUcer s radiona ieraueh TAL 
: ; : ae ee © oe and touch-safe solid-state relays © Very low leakage current (<10uA) € US 
The RK series consists of 2-pole solid state relays contained in one housing with the possibility to control each © Transistor output versions offer 4KV optical © Millichm on-resistance 
pole independently (RKD2.. models) or both poles together (RK2.. models). Ratings for both versions go up ‘Ti 
to 600 VAC, 75 AAC per pole. The RK..C models have control termination through a 2.54mm pitch connector. 
Terminated cables to mate with the RK..C are available andm have to be ordered separately. The RK..P models : Price Each 
have control termination with a 5.08mm pitch plug connector. In this case, the control plug is shipped with the Load Operating Control [ees 
solid state relay. Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
Pasay IP0O 
Load Operating Control Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 4+ @ 84134850 10A 1VDC-200VDC 3VDC-32VDC 17M8485 = 
@ RKD2B60D50C 50A 600VAC 4vpc-s2voc | 03Ac2279 | 114.00 © 84134750 10A 3VDC-60VDC 3VDC-32VDC 17M8484 = 
@ RKD2B60D50P 50A 600VAC 4VDC-32VDC 03AC2280 | 120.00 
> CONTINUED > > CONTINUED > 
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DC SOLID-STATE RELAYS (CONT.) 


RELAYS, SOLENOIDS & CONTACTORS 


SOLID-STATE PANEL-MOUNT RELAYS 


SOLID-STATE RELAYS (CONT.) 


Load Operating Control | Price Each Load Operating Control | Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
IP0O Zero Crossing 
@ 84134860 15A 1VDC-100VDC 3VDC-32VDC 17M8486 = @ 84137120 50A 48VAC-660VAC 4VDC-32VDC. 17M8505 = 
@ 84134870 30A 1VDC-50VDC 3VDC-32VDC 64M0226 = @ 84137121 50A 48VAC-660VAC 9OVAC-280VAC 17M8506 — 
IP20 @ 84134121 50A 48VAC-660VAC 9OVAC-280VAC 20M7447 — 
@ 84137850 10A 1VDC-200VDC 3VDC-32VDC 21M5226 — @ 84134030 75A 24VAC-280VAC 3VDC-32VDC 418M9803 ae 
@ 84137750 10A 3VDC-60VDC 3VDC-32VDC 20M3075 _ @ 84134031 75A 24VAC-280VAC 90VAC-280VAC 182020 - 
@ 84137860 15A 1VDC-100VDC 3VDC-32VDC 17M8514 a @ 84137031 75A 24VAC-280VAC 9OVAC-280VAC 17M8501 aS 
@ 84137870 30A 1VDC-50VDC 3VDC-32VDC 17M8515 oa @ 84137130 75A 48VAC-660VAC 3VDC-32VDC 67R9280 cas 
PIM_79408 @ 84134130 75A 48VAC-660VAC 4VDC-32VDC. 17M8475 as 
@ 84137131 75A 48VAC-660VAC 90VAC-280VAC 182072 = 
@ 84134131 75A 48VAC-660VAC 9OVAC-280VAC 17M8476 = 
oor Stale BEES eS CROUZET =e sai3s040 T00A__| 24VAC-280VAC_| aVDC-32VDC__| _18C2021 = 
: a . ee : vena ae Counce RoHS @ 84134140 100A 48VAC-660VAC 4VDC-32VDC. 17M8477 a 
© DBC stabs for superior oT & fem porn eat eonisTi 1008 SONNE OU NS SDE S2YDE TEMES — 
@ Internal transient protection eliminates the need for TAL @ 84134180 125A 48VAC-660VAC 4VDC-32VDC 17M8478 a5 
external MOV c us @ 84137180 125A 48VAC-660VAC 4VDC-32VDC. 17M8508 = 
° Available with 1/4” QC or saddle-clamp terminals @ pnaaeas 
Specifications: iz 
© Operating tomperture-40° to 60°C 
® Operating requeny: 47 to 63H PC BOARD MOUNT SOLID-STATE RELAYS & CROUZET 
® Housing material: UL94V-0 The GA8 series of SSRs have a high current thyristor for Y 


Load Operating Control Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
Zero Crossing 
@ 84140000 25A 24VAC-280VAC 4VDC-15VDC 3009955 = 
@ 84140010 25A 24VAC-280VAC 4VDC-32VDC 17M8518 = 
@ 84140200 40A 24VAC-280VAC 4VDC-15VDC 17M8519 = 
@ 84140210 40A 24VAC-280VAC 17VDC-32VDC 73H5419 — 
PIM_68210 
SOLID-STATE RELAYS 6. CROUZET 


RoHS 
= =_—— Ose 
e ) Available 


1s ave 8-880 VAC ITT 


yu 


Touch-Safe 
The GN series offers a built in P20 “Touch-Safe” cover and traditional style case and offers current ranges from 
10 to 125 amps. EMC compatibility to EN 50082-2 (Immunity), EN50081-2 (Emissions), C.1.S.P.R.22 (Radiated) 
Class B, (Conducted) Class A, EN60950 and IEC 947-4-2. UL recognized, CE compliant per LVD 73/23/EED 
and TUV approved. 


Traditional 


Load Operating Control Price Each 

Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
Random Turn On 
@ 84134200 ke ag 3VDC-32VDC 1802037 _ 
@ 84134300 10A 48VAC-660VAC 4VDC-32VDC 17M8480 ex 
@ 84134210 25A 24VAC-280VAC 3VDC-32VDC 17M8479 = 
@ 84134310 25A 48VAC-660VAC 4VDC-32VDC 17M8481 cer 
@ 84134220 50A 24VAC-280VAC 3VDC-32VDC 18C2039 -— 
@ 84134320 50A 48VAC-660VAC 4VDC-32VDC 17M8482 = 
@ 84134340 100A 48VAC-660VAC 4VDC-32VDC 17M8483 Gee: 
@ 84134380 125A 48VAC-660VAC 4VDC-32VDC 19M1089 eee: 
Zero Crossing 
@ 84134000 10A 24VAC-280VAC 3VDC-32VDC 17M8469 = 
@ 84137000 10A 24VAC-280VAC 3VDC-32VDC 17M8495 - 
@ 84134001 10A 24VAC-280VAC 90VAC-280VAC 17M8470 -— 
@ 84137001 10A 24VAC-280VAC 90VAC-280VAC 17M8496 Es 
@ 84137100 10A 48VAC-660VAC 4VDC-32VDC 17M8503 = 
@ 84134010 25A 24VAC-280VAC 3VDC-32VDC 18C2015 Ee 
@ 84137010 25A 24VAC-280VAC 3VDC-32VDC 17M8497 as 
@ 84134011 25A 24VAC-280VAC 90VAC-280VAC 17M8471 = 
@ 84137011 25A 24VAC-280VAC 90VAC-280VAC 17M8498 = 
@ 84134110 25A 48VAC-660VAC 4VDC-32VDC 17M8473 -— 
@ 84137110 25A 48VAC-660VAC 4VDC-32VDC 17M8504 es 
@ 84134020 50A 24VAC-280VAC 3VDC-32VDC 18M 4418 = 
@ 84137020 50A 24VAC-280VAC 3VDC-32VDC 17M8499 eae 
@ 84134021 50A 24VAC-280VAC 90VAC-280VAC 18C2018 as 
@ 84137021 50A 24VAC-280VAC 90VAC-280VAC 17M8500 - 
@ 84134120 50A 48VAC-660VAC 4VDC-32VDC 17M8474 = 

> CONTINUED > 


1.800.463.9275 © newark.com 


100 amps surge capability in an industry standard SIP 
package. Height: 1.0” (25.4mm) 


RoHS _ 

Compliant 

Available 
Wi 


Load Operating Control Price Each 

Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
Zero Crossing 
@ GA86B02 3.5A 24Vrms-280Vrms 3VDC-28VDC 20M5163 = 
@ GA86D05 5A 24Vrms-280Vrms 3VDC-28VDC 17M6599 = 
PIM_12629 
PMP SERIES SOLID STATE RELAYS crydom 
@ Single Phase Proportional Controller 


© Output ratings up to 90 Amps at 600 VAC. 

@ Selectable operation mode: Phase Angle or Burst Fire 
control 

® Selectable Control Input: 0-5 VDC, 0-10 VDC, 4-20 mA 

@ 50/60 Hz Adaptive Operational Frequency function 

@ 4-20 mA input does not require an auxiliary power supply 

@ LED multifunction status indicator 

® Contactor configuration with “Elevator” screw terminals 

@ cURus, IEC Rated, CE & RoHS Compliant 


The PMP Series of micro-controller based Single-Phase 
Proportional Control SSRs are designed to offer precise control 
of the power delivered to a resistive load in a compact 22.5mm 
housing, with ratings from 25 up to 90 Amps at 90 to 600 VAC. 
PMP Series solid state relays can vary the output load power 
proportionally to an analog control input from 0 to 100%. This can be achieved by two different methods: Phase 
Angle control and Burst Fire control (with Distributive Zero Cross). The control method to be used can be 
selected on the unit by means of a selector switch located on top of the SSR. This selector switch also allows 
to select the type of analog signal to be used at the control input. The available input types are: 0- 5 VDC, 0-10 
VDC, and 4-20 mA. PMP Series Proportional SSRs are ideal for lamp dimming and resistive heating control, 
among other type of applications requiring proportional control. 


Load Operating Control Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
Proportional Output 
PMP2425W. 25A 9OVAC-280VAC OVDC-10VDC 17AC5859 = 
PMP2450W 50A 9OVAC-280VAC OVDC-10VDC 17AC5863 = 
PMP4850W. 50A 345VAC-530VAC OVDC-10VDC 17AC5875 sess 
PIM_5728151 
HIGH-VOLTAGE DC SOLID-STATE CONTACTORS crydonm 


@ Features same surface-mount package as Series 
1 relays. 

@ IGBT technology for high-voltage DC switching 

© Current load range: 0.2-25A DC 

© Dielectric strength 60Hz: 2500 Vrms 

@ Insulation resistance (min.) @ 500 VDC: 1090 

co) 


@ Ambient operating temperature RoHS | 
range: -30°C to 80°C Compliant 
© Ambient storage temperature Available 


range: -40°C to 125°C 
© Weight (typical): 3.00z. (86.5g) 


Max. capacitance input/output: 50 pF 
Load Operating Control Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
DC Switch 
@ SSC8002536 25A OVDC-800VDC 32VDC-40VDC 88K1241 = 
@ SSC10002512 25A OVDC-1000VDC. 8VDC-16VDC 69H7782 = 
@ SSC10002524 25A OVDC-1000VDC 20VDC-28VDC 88K1997 = 
> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


SOLID-STATE PANEL-MOUNT RELAYS 


HIGH-VOLTAGE DC SOLID-STATE CONTACTORS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


DIN MOUNT SOLID-STATE RELAYS (CONT.) 


@ SSC10002536 25A | ovDC-to00voc | 32vDC-40vDC | 88K1240 = iiead Operating Control Price Each 
PIM_77700 Mfg. Part No. Current Voltage Voltage Stock No. 1-9+ 
Zero Crossing 
‘ @ CKRD2420P 20A 24Vrms-280Vrms 4VDC-32VDC 03M5679 = 
BG OUIFUGRERAS crydom @ CKRD4820 20A 48Vrms-530Vrms 4VDC-32VDC 03M5682 — 
© Features same surface-mount package as Series © @ Panel mount RoHS iat @ CKRD2430 30A 24Vrms-280Vrms 4VDC-32VDC 03M5680 — 
relays. © Optically coupled Soe 30A 24Vims-280V 4VDC-32VDC 10M5142 = 
© MOSFET output © Paralleling capability for higher Available BECKRDZNOF es ls 
© Low on-state resistance curvents @ CKRA2430P 30A 24Vrms-280Vims | 90VAC-280VAC | 03M5674 = 
MOSFET Technology assures easy paralleling and switching capabilities to 40A @ 100VDC. Lower current @ CKRD4830P 30A 48Vrms-530Vrms 4VDC-32VDC 1804264 — 
models also available up to SO0VDC; go online or call. @ CKRD4830 30A 48Vrms-530Vrms 4VDC-32VDC 03M5683 a 
Load Operating Control Price Each @ CKRA4830 30A 48Vims-530Vrms | 110VAC-280VAC | 03M5675 = 
Mfg. Part No. Current Voltage Voltage Stock No. 1+ PIM_58671 
DC Switch 
12A OVDC-200VDC 3.5VDC-32VDC 88K1076 = ‘ 
eo 16-PIN, 1.0-1.5A DIP SOLID-STATE RELAYS crydom 
@ D1D40L 40A OVDC-100VDC 3.5VDC-32VDC 86H2639 = ¢ Load current ratings up to 1.54 @ 240VAC 
PIM_75517 © Low off-state leakage current corn 
© SCR output Available 
© Compact design for high-density PC boards © 
SOLID-STATE RELAY FILTERS — AC OUTPUT crydom Other models available; go online or call. UL A G 
recognized, CSA approved, CE compliant, VDE 
MOUNTING SLOT RoHS 
A 0.12 (3.0) DIA. Geptinoian approved. 
> t Available 


1.65 ——, 
(42) 
t —— : 


1.10 
_ 14 gauge wire leads a) 
approx. 12" long 


Three Phase 


Single Phase 


© Suppresses EMI noise © Simple installation in new or existing equipment 


Designed to significantly reduce EMI noise generated by solid-state relays to meet EMC regulations. All AC 
solid-state relays that use thyristor switching devices generate some low frequency noise, that may appear as 
conducted emissions on the main supply line connection. Current is not required to pass through the filter. The 
only connections required are across the incoming supply line. 


Input Voltage Price Each 
Mfg. Part No. Stock No. 1-4+ 
@ 3F20 475V-475V 52F6724 = 
@ 1F25 275V-275V 03M5767 = 
PIM_75479 
60 - 100A DC OUTPUT SOLID-STATE RELAYS crydom 


@ Features same surface-mount package as Series 1 
relays; go online or call 


RoHS — 
Compliant 
Available 


Load Operating Control Price Each 

Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
Random Turn On 
@ SDV2415R 1.5A 12VAC-280VAC 3.5VDC-10VDC 79K4423 = 
Zero Crossing 
@ DPA4111 1A 20VAC-140VAC af 79K4339 = 
@ DPA4119 1A 20VAC-140VAC 3.5VDC-10VDC 79K4340 = 
@ DPA6111 1A 20VAC-280VAC 3.5VDC-10VDC 79K4341 = 
@ DPA6119 1A 20VAC-280VAC 3.5VDC-10VDC 79K4342 = 
@ SDV2415 1.5A 12VAC-280VAC 3.5VDC-10VDC 79K4422 = 
@ SDI2415 1.5A 12Vrms-280Vrms 79K4421 = 
PIM_3738 


2-3.5A PC BOARD AC SOLID-STATE RELAYS 
© Current ratings up to 3.5A @ 240VAC. 
@ Industry standard I/O pinout 

® Built-in RC snubber network 
e 
e 


RoHS 
Gee tinoian 

Available 
Control voltage: 3-32VDC (3mA @ 5VDC) 
Output voltage: 24-280VAC 


D2W series relays feature an epoxy coated package that 
provides exceptional environmental protection. Outside 


@ MOSFET output = _ dimensions: 1.7 (43.2)L x 0.47 (11.9)W x 1.18 (29.9)H. UL 
7 oon applications recognized, CSA certified, 
© Low On-State Resistance 
® Operating Temperature 30°C to ¥80°C nen 
. Dieletri strength (60Hz): 2500 VRMS Mfg. Part No. al aon ella Stock No. =a 
Zero Crossing 
Load Operating Control | Price Each @ D2W202F 2A 24VAC-280VAC 3VDC-32VDC 80K5825 os 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ @ D2W203F 3A 24Vrms-280Vrms 3VDC-32VDC 79K4343 = 
DC Switch @ D2W203F11 3.5A 24Vrms-280Vrms 3VDC-32VDC 79K4344 = 
@ DOGDEO 60A OVDC-60VDC 3.5VDC-32VDC 88K1898 Ee PIM 3708 
@ DO6D80 80A OVDC-60VDC 3.5VDC-32VDC 88K1899 ae 
@ DO6D100 100A OVDC-60VDC. 3.5VDC-32VDC 93K7537 _ 25-30A THREE-PHASE RELAYS crydo 7 
PIM_68275 © Load current ratings up to 50A 
. an output for feos Wie papik a Gop tinniat 
DIN MOUNT SOLID-STATE RELAYS cr ydaonm ° For a-ahaso oad a Wye or Delta configuration gle 


Integral heat-sink eliminates need for thermal calculations 


WG 


where only one control signal is required 


@ 22.5mm DIN mount package Geetimpian © Industry-standard panel mount package 
; ala ioe saan Available Series 53TP solid state relays switch up to 530VRMS 
oF Oulu ra sd Indus cf ate . tout AY G directly to loads such as motors, transformers, heating 

t ae easy-to-use input and output cage-type elements etc. A53- mfg. part nos. have a 90-280VAC 
: ED sick incest (2mA@120VAC) input. D53- mfg. part nos, have a 3-32VDC (10mA@S5VDC) control. Outside dimensions: 

Stale Inlet eo 4.09 (103.8)L x 2.89 (73.4)W x 0.94 (24.0)H. UL recognized, CSA certified, VDE approved. 
The CKRD and CKRA series feature zero-cross switching. - 
Options include: random turn-on, add suffix “R” to mfg. part Load Operating Control Price Each 
no.. suffix “P” included Overvoltage Protection. CKRA Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
series have a 90 - 280VAC control and are also available Random Turn On 
aie ean ene @ AS3TP5OD10 50A | 48Vims-530Vims | 90VAC-280VAC | 03M5672 = 
Zero Crossing 
Load Operating Control Price Each @ D53TP25D 25A 48Vrms-530Vrms 4VDC-32VDC 50F8564 = 

Mfg. Part No. Current Voltage Voltage Stock No. 1-9+ @ A53TP25D 25A 48\Vrms-530Vrms 90VAC-280VAC 50F8562 = 
Zero Crossing @ D53TPS0D 50A 48\V/rms-530Vrms 4VDC-32VDC. 05M6384 ae 
@ CKRD2410 10A 24Vrms-280Vrms 4VDC-32VDC 03M5677 = @ AS3TP50D 50A 48Vrms-530Vims | 90VAC-280VAC | 03M5674 = 
@ CKRA2410 10A 24Vrms-280Vrms 410VAC-280VAC 03M5673 _ PIM 3705 
@ CKRD4810 10A 48Vrms-530Vrms 4VDC-32VDC. 03M5681 — 7 
@ CKRD2420 20A 24Vrms-280Vrms 4VDC-32VDC. 03M5678 gx 

> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


SOLID-STATE PANEL-MOUNT RELAYS 


10-25 AMP, TRIAC OUTPUT RELAYS 


SERIES 1 SPST-NO OR NC RELAYS (CONT.) 


crydom 


RoHS — 
Compliant 
Available 


@ Features same industry standard surface-mount 
package as Series 1 relays 

© Current ratings up to 25A @ 240VAC 

© General purpose TRIAC output 

@ AC or DC control voltage 

@ SPStNO contacts 


DC control models have a 3-32VDC (3mA @ 5VDC) input. 
AC control models have a 90-280VAC (2mA @ 120VAC) 


input. Units shown have zero-cross switching. Mfg. part 

no. suffix -10 indicates random turn-on. UL listed, CSA 

certifed, VDE approved, CE compliant. 

7D1210 
Load Operating Control Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 

Zero Crossing 
@71D1210 10A 24Vrms-140Vrms 3VDC-32VDC 79K4429 — 
@ TA1210 10A 24Vrms-140Vrms 90VAC-280VAC 79K4425 = 
@ 7D2410 10A 24Vrms-280Vrms 3VDC-32VDC 79K4431 = 
@ 1D1225 25A 24Vrms-140Vrms 3VDC-32VDC 79K4430 es 
@ TA1225 25A 24Vrms-140Vrms 9OVAC-280VAC 79K4426 oy 
@ 7D2425 25A 24Vrms-280Vrms 3VDC-32VDC 79K4434 = 
@ TA2425 25A 24Vrms-280Vrms 9OVAC-280VAC 79K4428 = 


PIM_3701 


SERIES 1 SPST-NO OR NC RELAYS 

© Current ratings up to 125A @ 530VAC 

© SCR output for heavy industrial loads 

© AC or DC control voltage 

@ Zero crossing (resistive loads) or random-fire output 
(inductive/phase-control loads) available 

@ N.O. or N.C. outputs 


Control voltage for DC models is 3-32VDC. Control voltage 
for AC models is 90-280VAC. -B suffix in mfg. part no. 
indicates normally closed (NC) version. -H suffix in mfg. 
part no. indicates heat transfer pad version. All models 
have 4000 VRMS opto-isolation. To gradually apply power 


RoHS 
Compliant 
Available 


Load Operating Control | Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-9+ 
Zero Crossing 
@ 02450 50A 24VAC-280VAC 3VDC-32VDC 93K7542 = 
@ A2450E 50A 24VAC-280VAC 18VAC-36VAC 79K4312 = 
@ A2450 50A 24VAC-280VAC 90VAC-280VAC 79K4310 = 
@ D4850 50A 48VAC-530Vrms 4VDC-32VDC 79K4350 — 
@ A4850 50A 48VAC-530Vrms 9OVAC-280VAC 79K4317 — 
@ 02475 75A 24VAC-280VAC 3VDC-32VDC 88K1911 = 
@ A2475 75A 24VAC-280VAC 9OVAC-280VAC 80K7297 = 
@ 04875 75A 48VAC-530Vrms 4VDC-32VDC 79K4351 = 
@ A4875 75A 48VAC-530Vrms 90VAC-280VAC 79K4318 = 
@ 02490 90A 24VAC-280VAC 3VDC-32VDC 88K1912 = 
@ A2490 90A 24VAC-280VAC 90VAC-280VAC 79K4313 = 
@ D4890 90A 48VAC-530Vrms 4VDC-32VDC. 79K4353 —_ 
@ A4890 90A 80Vrms-530Vrms 90VAC-280VAC 79K4319 ae 
@ 024110 110A 24VAC-280VAC 3VDC-32VDC 88K1077 = 
@ 024125 125A 24VAC-280VAC 3VDC-32VDC 88K1906 = 
PIM_3700 
DUAL 25A & 40A AC OUTPUT SOLID-STATE crydom 


RELAYS 


© Dual SSR output in one industry standard package 
© Current ratings up to 40A @ 480VDC. 
© SCR output for heavy industrial loads 


© 1/4” fast-on output terminals 


RoHS 
Compliant 
Available 


Control voltage: 4-15VDC. Outside dimensions: 2.30 (58.4)L 
X 1.80 (45.7)W x .850 (21.6)H. Units shown are 240VAC(24- 
280VAC). 480VAC(48-530VAC) models are also available; 
go online or call. 


to the load when energized by the control voltage, order mfg. part no. SST120 (120V) or mfg. part no. SST240 Load Operating Control Price Each 
(240V) soft start modules driver only. Relays shown have zero-cross switching. To order random-fire add “-10” Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
to mfg. part no. suffix. To order 24VAC (8-36VAC) control voltage, add “E” suffix. Outside dimensions in inches Random Turn On 
(mm): 1.87 (47.5) L x 1.80 (45.7) W x 0.9 (22.9) H. UL recognized, CSA certified, VDE approved, CE compliant. © 02425D10 5A DAVAC-280VAC 4VDC-15VDC 78K5915 a 
Load Operating Control ericelEachy @ 0244010 40A 24VAC-280VAC 4VDC-15VDC 78K5917 = 
Mfg. Part No. Current Voltage Voltage Stock No. 1-9+ Zero Crossing 

wee @ 02425D 25A 24VAC-280VAC | 4VDC-15VDC |  78K5914 = 
eb i2105 Me BIVACIAIVAC SVDCSANDE DAMZA0S = @ 02440D 40A 24VAC-280VAC 4VDC-15VDC 78K5916 = 
@ D2410B 10A 24VAC-280VAC 3VDC-32VDC 93K7540 = 

© 024258 25A 24VAC-280VAC 3vDC-32vDC__| _88K1907 = has 

@ D1240B 40A 24VAC-140VAC 3VDC-32VDC 8904408 = 

© 024408 40A 24VAC-280VAC 3vDC-32vDc_ | 89C4704 = SERIES 1 DC OUTPUT SOLID-STATE RELAYS crydom 
© 024508 50A 2avac-280vAC | 3vDC-32vDC | 92F4690 = pec Hare ala aaal a : ae 
Random Turn On e MOSFET output ? Geesinpian 
@ 0121010 10A 24VAC-140VAC 3VDC-32VDC 88K1900 oS © Load current up to 40A DC 

ebem100 410A 2AVAG:2B0VAG SVDC-32VDC 88K1905 — ‘ eae ae applications APPROVED 
@ 0122510 25A 24VAC-140VAC 3VDC-32VDC 88K1902 = All models have 2500 volt DC isolation. Control voltage A 
@ 0242510 25A 24VAC-280VAC 3VDC-32VDC 88K1908 = range is 3.5-32VDC (1.6mA@S5VDC) (100 volt models). UL 

@ A242510 25A 24VAC-280VAC 9OVAC-280VAC 79K4307 Be recognized, CE compliant. 

@ 0244010 40A 24VAC-280VAC 3VDC-32VDC 88K1910 = 

@ 0484010 40A 80Vrms-530Vrms 3VDC-32VDC 79K4349 = Load Operating Control Price Each 
@ 0245010 50A 24VAC-280VAC 3VDC-32VDC 93K7543 = Mfg. PartNo. | Current Voltage Voltage Stock No. 1-4+ 
@ 0247510 75A 24VAC-280VAC 3VDC-32VDC 88K1079 = DC Switch 

@ 0487510 75A 80Vrms-530Vrms 3VDC-32VDC 79K4352 = @ D1D07 7A OvDC-100VDC | 3.5VDC-32VDC 80K9295 == 
@ 0249010 90A 24VAC-280VAC 3VDC-32VDC 88K1913 aE @ 02007 7A OVDC-200VvDC | 3.5VDC-32VDC 80K9299 = 
@ 02411010 110A 24VAC-280VAC 3VDC-32VDC 95B8571 ae @ D4D07 7A OvDC-400vDC | 3.5VDC-32VDC 80K9301 = 
@ 02412510 125A 24VAC-280VAC 3VDC-32VDC 95F6064 Eas @ D5D07 7A OVDC-500VDC | 3.5VDC-32VDC 80K9303 ae 
Zero Crossing @ D5D10 10A OVDC-500VDC 3.5VDC-32VDC 82K8436 = 
@ 01210 10A 24VAC-140VAC 3VDC-32VDC 93K7538 = @ D1D12 12A OVDC-100VDC | 3.5VDC-32VDC 80K9296 om 
@A1210 10A 24VAC-140VAC 90VAC-280VAC 79K4302 = @ 02012 12A OvDC-200VDC | 3.5VDC-32VDC 80K9300 a 
@ 02410 10A 24VAC-280VAC 3VDC-32VDC 93K7539 = @ D4D12 12A OvDc-400vDC | 3.5VDC-32VDC 80K9302 a 
@ A2410 10A 24VAC-280VAC 9OVAC-280VAC 80K8075 = @ D1D20 20A OVDC-100VDC | 3.5VDC-32VDC 80K9297 a 
@ 01225 25A 24VAC-140VAC 3VDC-32VDC 88K1901 = @ D1D40 40A OVDC-100vDC | 3.5VDC-32VDC 80K9298 = 
@A1225 25A 24VAC-140VAC 90VAC-280VAC 79K4303 om @ D2D40 40A OVDC-200vDC | 3.5VDC-32VDC 18M5003 es 
@ 02425 25A 24VAC-280VAC 3VDC-32VDC 93K7541 = @ D1D60 60A OVDC-100VDC | 3.5VDC-32VDC 04R7288 = 
@ 02425F 25A 24VAC-280VAC 3VDC-32VDC 31B4103 za @ D1D80 80A OVDC-100VDC | 3.5VDC-32VDC 04R7289 = 
@ A2425E 258 24VAC-280VAC 18VAC-36VAC 79K4308 = @ D1D100 100A OvDC-100VDC | 3.5VDC-32VDC 04R7287 aa 
@ A2425 25A 24VAC-280VAC 90VAC-280VAC 79K4306 = PIM_3696 

@ 4825 25A 48VAC-530Vrms 4VDC-32VDC 79K4346 

@ 01240 40A 24VAC-140VAC 3VDC-32VDC 88K1903 = 

@A1240 40A 24VAC-140VAC 90VAC-280VAC 79K4304 = 

@ 02440 40A 24VAC-280VAC 3VDC-32VDC 88K1909 = 

@ D4840 40A 80Vrms-530Vrms 3VDC-32VDC 79K4348 Be 

@ A4840 40A 80Vrms-530Vrms | 90VAC-280VAC 79K4316 = 

> CONTINUED > 
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elementiu 945 


RELAYS, SOLENOIDS & CONTACTORS @ Indicates ROHS Compliant 4] Find Datasheets Online 


OLID-STATE PANEL-MOUNT RELA 


HIGH-VOLTAGE AC OUTPUT SOLID-STATE RELAYS crydom 1-2A PC BOARD MINI SIP SOLID-STATE RELAYS crydom 
© SCR output for switching loads up to 2A @ ae 

Gee tinnian 

Available 


HS 
Compliant 240VAC, or TRIAC output. 
Available © Zero-cross (resistive loads) output 
© Control voltage: 4-10VDC (15mA @ 5VDC) © 
@) @ Outside dimensions: .950 (24.1)L x .200 (5.1)W AY @ 
x .500 (12.7)H. Add “R” to mfg. part no. suffix for 
random-fire output. UL recognized, CSA certified. 


Load Operating Control Price Each 
nee 11204890 Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
@ Features same industrial standard surface-mount = @ AC or DC control voltage Random Turn On 
package as Series 1 relays ® Zero-cross (resistive loads) or random-fire (induc- 
© Current rating up to 90A @ 660VAC ive/phase-control loads) @ASO241R 1A 24Vrms-280Vrms 4vDC-10VDC 93K6489 San 
© SCR output for heavy industrial loads @ SPST-NO contacts @ ASO242R 2A 24Vrms-280Vrms 4VDC-10VDC 79K4299 = 
Dual relays feature two totally independent AC output relays in a single standard panel-mount package. Control Zero Crossing 


voltage: 4-32VDC (15mA @ 5VDC) for DC relays, 90-140VAC (15mA @ 120VAC) for AC relays. UL listed, CSA 


certified, VDE approved and CE compliant @ASO0241 1.5A 12Vrms-280Vrms 4VDC-10VDC. 93F4157 — 
Coad Donati Contra Price Each @ ASO242 2A 24Vrms-280Vrms 4VDC-10VDC. 79K4298 —_ 
oa perating ‘ontrol 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ PIM.2687 
Zero Crossing 
@ H1204825D 25A 48Vims-530Vrms_| 4VDC-32VDC | 79K4398 = AC/DC MINI-SIP SOLID-STATE RELAYS crydomr 
@ H12D4840D 40A 48Vrms-530Vrms | 4VDC-32VDC 80K8077 = : ne a midair ae saci wells 
or .O. or N.C. outputs ; 
@ H12WD4850 50A 48VAC-660VAC 4VDC-32VDC. 80K8079 = © Industry standard I/O pinout Geptinaian 
@ H12D4850 50A 48Vrms-530Vrms 4VDC-32VDC 80K8078 = © Current rating up to 4AAC or 3A DC a 
@ H12WD4890 90A 48VAC-660VAC 4VDC-32VDC 79K4400 = Series MP1 and MP2 have zero-cross turn-on and internal AW ‘q) 
" a snubber. Control voltage range: 3-32VDC (3mA@S5VDC). 
@ H12D4890 90A 48Vrms-530Vrms 4VDC-32VDC. 79K4399 = Outside dimensions: 1.70 (43.1)L x 1.00 (25.4)H x .401 
PIM_3694 (10.2)W. UL recognized, CSA certified, VDE approved. 
. Load Operating Control Price Each 
3-7A DC OUTPUT RELAYS crydom Mfg. Part No. Current Voltage Voltage Stock No. 1-44 
@ Features same industry standard surface-mount “ cus DC Switch 
K Series 1 rel oS 
@ bepoiriaseir cuba Soper © MPDCD3B 3A 3VDC-60VDC | 3vDC-32VDC_| _oemee3e = 
© Current rating up to 7A @ 60VDC Zero Crossing 
pl tere C € @ MPDCD3 3A 3VDC-60VDC 3VDC-32VDC | _ 79K4408 a 
o 4K opti isolation @ MP120D3 3A 12Vrms-140Vrms_| 3VDC-32VDC 79K4409 ate 
© AC or DC control @ MP240D3 3A 24Vrms-280Vrms 3VDC-32VDC. 79K4410 = 
@ MP240D4 4A 24Vrms-280Vrms 3VDC-32VDC. 79K4411 es 
PIM_3656 
DC60S3B 
Load Operating Control Price Each : RoHS ° 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ AC OUTPUT SOLID-STATE RELAYS Gop timpian cr. VW dom 
vailable 
DC Switch 
3A 3vDC-60VDG 3.5VDC-32VDC 06M6633 © Features same industrial standard surface-mount  @ SPST-NO contacts “i 
@ DC60S3B a g 7 = package as Series 1 relays ® Zero-cross (resistive loads) or ran- 
@ DC60S3 3A 3VDC-60VDC 3.5VDC-32VDC 93K7532 = © Current rating up to 125A @ 660VAC. dom-fire output (inductive/phase-control 
@ DC60S5B 5A 3VDC-60VDC 3.5VDC-32VDC 06M6634 = © Output: SCR AC switch for heavy industrial loads loads) GP 
@ DCEOSS oA DESDE peveeeeyDe BI885 — DC control models have a 3-32VDC (3mA @ 5VDC) input. AC control models have a 90-280VAC (2mA @ 
@ DC60S7B TA 3VDC-60VDC 3.5VDC-32VDC 06M6635 nes 120VAC) input. Units shown have zero-cross output. Add “-10” to mfg. part no. suffix for random-fire output. UL 
@ DC60S7 7A 3VDC-60VDC 3.5VDC-32VDC 88K1896 = recognized, CSA certified, VDE approved. 
PIM_3662 Load Operating Control Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
Random Turn On 
1-3A DC OUTPUT MINI-SIP RELAYS ya we 
© Current rating up to 3A @ 60VDC cr. o@ @ HD482510 25A 48Vrms-530Vrms 3VDC-32VDC 79K4385 =a 
@ FET or bi-polar transistor output Osan @ HD485010 50A 48VAC-530VAC. 4VDC-32VDC. 79K4387 = 
e Compact design for high-densisty mounting Available @ HD489010 90A 48Vrms-530Vrms 4VDC-32VDC 79K4391 eee 
avout plate be oe TANG =e Howsi2810 125A | 48Vims-530VIms_| _4VDC-32VDC__| _79K4383 = 
a : @ HD6012510 125A | 48Vrms-660Vrms |  3VDC-32VDC 79K4392 = 
Zero Crossing 
@ HD4812 12A 48Vrms-530Vrms 3VDC-32VDC 79K4382 = 
@ HD4825 25A 48VAC-530VAC, 4VDC-32VDC. 79K4384 = 
@ HA4825 25A 48Vrms-530Vrms 90VAC-280VAC 79K4373 = 
@ HD4850 50A 48Vrms-530Vrms 4VDC-32VDC. 79K4386 — 
Load Operating Control Price Each @ HA4850E 50A 48Vims-530VIms | 18VAC-36VAC 79K4375 = 
MigiFartNo. | Current Voltage Voltage StockNo a Maas @ HA4850 50A | 48Vims-530VIms | 90VAC-280VAC | 79K4374 = 
DeiSwnich @ HD6050 50A 48Vims-660Vims_| _4VDC-32VDC 79K4394 aa 
© DONGIE 7 eVDEDINDE TINDG ONDE OKs S38 = @ HAG050 50A 48\Vrms-660Vrms 90VAC-280VAC 79K4379 — 
© DOOGIAR us SVDC-BOVDE eee OGMbESE = @ HD4875 75A 48\Vrms-530Vrms 4VDC-32VDC 79K4388 os 
ae DOUG tA DESDE SVDE-AVDG TOKASST = @ HD4890 90A 48Vrms-530Vrms 4VDC-32VDC 79K4390 = 
SS DMOUES sla OVDE-6OVDE | __SVDC-OVDC _ [RBIS = @ HAA890 908 | 48Vrms-530VIms | 90VAC-280VAC | 79K4376 = 
FIM Soe @ HD6090 90A 48Vims-660Vims | 4VDC-32VDC_ | 79K4395 = 
@ HAG090 90A 48\Vrms-660Vrms 90VAC-280VAC 79K4380 — 
@ HD48125 125A 48Vrms-530Vrms 4VDC-32VDC 85K8112 as 
@ HA48125 125A 48Vrms-530Vrms 90VAC-280VAC 79K4372 = 
@ HD60125 125A 48\/rms-660Vrms 3VDC-32VDC. 84K2729 = 
@ HA6G0125 125A 48Vrms-660Vrms 90VAC-280VAC 79K4377 = 
PIM_3655 


946 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


5A PC BOARD AC SOLID-STATE RELAYS 
© Current rating up to 5A @ 480VAC 
© SCR output for heavy industrial loads 
@ Zero-cross (resistive loads) or random-fire output 
(inductive/phase control loads) 
® Standard digital I/O pinout 
© Outside Dimensions: 1.00 (25.4)H x 1.70 (43.1)Lx 
.300 (7.6)W 
UL recognized, CSA certified, CE compliant, VDE 
approved. 


RoHS 

Compliant 

Available 
WG 


RELAYS, SOLENOIDS & CONTACTORS 


LID-STATE PANEL-MOUNT RELAYS 


PROPORTIONAL CONTROLLERS 


crydom 


RoHS _ 
Compliant 
Available 


RPC 
LPCV 
i Price Each Fey 
Mfg. Part No. — Dae alle Stock\Now |NuniEA=u RPC series proportional controllers provide a stable yet economical method of controlling power. An 
inexpensive potentiometer connected to the input provides the proportional control. Mfg. part nos. RPC12- 
Random Turn On require potentiometer resistance of 150kO and potentiometer wattage: 1W. Mfg. part nos. RPC24- and RPC48- 
@ CX240D5R 5A 12Vrms-280Vrms 3VDC-15VDC 98F4688 = require a 1MO, 1/2W potentiometer. 
@ CX380D5R 5A 48Vrms-530Vrms 4VDC-15VDC 99B1216 - Load Operating Control Price Each 
@ CX480D5R 5A 48Vrms-660Vrms 4VDC-15VDC 96B7227 = Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
Zero Crossing AC Switch 
@ CX241 1.5 12Vrms-280Vrms 4VDC-10VDC 76K3917 ae @ RPC1215 15A 90VAC-130VAC ass 80K9308 — 
@ CX240D5 5A 12Vrms-280Vrms 3VDC-15VDC 76K3916 a @ 7PCV2415 15A 100Vrms-240Vrms 2VDC-7VDC 03M5799 = 
@ CXE240D5 5A 12Vrms-280Vrms 15VDC-32VDC 79K6136 = @ RPC2415 15A 200VAC-240VAC e 80K9310 = 
@ CXE240A5 5A 12Vrms-280Vrms 18VAC-36VAC 89C4301 = @ 10LPCV2425 25A 20VAC-300VAC 10VDC 80K9322 = 
@ CX380D5 5A 48Vrms-530Vrms 4VDC-15VDC 76K3918 = @ RPC1225 25A 90VAC-130VAC 80K9309 = 
@ CX480D5 5A 48Vrms-660Vrms 4VDC-15VDC 12N5707 = @ RPC2425 25A 200VAC-240VAC 80K9311 = 
PIM_3654 @ RPC4825 25A 400VAC-480VAC 80K9312 = 
@ RPC1240 40A 90VAC-130VAC 03M5742 = 
@ RPC2440 40A 200VAC-240VAC 82K8614 = 
POWERFIN AC OUTPUT RELAYS y 
© Integral heat sink cr. yw dom @ RPC4840 40A 400VAC-480VAC ae 80K9313 = 
© Current rating up to 25A @ 480VAC (forced air) oor ant @ SLPCV2475 75A 20VAC-300VAC 5VDC 80K9323 = 
© SCR output for heavy industrial loads Available Analogue 
© Zero-cross (resistive loads) or random-fire output © 
(inductivelphase-control loads) AY G @ 10PCV2450 50A 100Vrms-240Vrms | 2VDC-10vDC |  94F5738 = 
© Control voltage 240VDC Proportional Output 
ne i sis aaa ea @ 10PCV2415 15A | 100Vims-240Vrms | 2VDC-10VDC | 03M5768 a 
units also available. control available, go 
online or call. UL recognized, CSA certified, VDE approved. @ 10PCV2425 25A 100Vrms-240Vrms 2VDC-10VDC 03M5769 =e 
@ 10LPCV2440 40A 20VAC-300VAC 10VDC 92F4739 = 
For Use Price Each 
Load Operating Control Price Each Mfg. Part No. Type With Stock No. 1-1-4+ 
Mfg. Part No. Current Voltage Voltage Stock No. 1+ @ PS120 Power Supply Crydom LPCV Series Control Relays 03M5741 = 
Random Turn On PIM_2430 
@ PF240D25R 25A 12\Vrms-280Vrms 3VDC-15VDC 79K4417 — 
Zero Crossing 
UNIVERS. - 3 
@ PF240D25 25A 12VAC-280VAC 3VDC-15VDC 79K4416 os © Universal aria INPUT SOLID-STATE RELAYS cr. Vv dom 
@ PFE240D25 25A 12VAC-280VAC 15VDC-32VDC 79K4415 ae © Ratings from 10A to 125A at 24 to 280VAC and 48 to Geptinniat 
@ PF480D25 25A 48Vrms-660Vrms 4VDC-15VDC 79K4418 =m 860VAC shasl Available 
© SCR output for heavy industrial loads 
PIM_3653 © Zero crossing (resistive loads) or random-fire (inductive @) @ 
loads) output 
@ EMC compliant design 
10A PC BOARD/DIN RAIL DC SOLID-STATE crydom @ Removable touch-safe cover rated IP20 


RELAYS 

© Control voltage 3-32VDC 

@ MOSFET output 

© Low on-state impedance ( .200) for reduced 
power dissipation 

© Low off-state leakage current (100y Adc) 

© Standard digital I/O 

@ Dimensions: 1.70 (43.1)L x 1.00 (25.4)H x .300 
(7.6)W 


RoHS 
Compliant 
Available 


PC Board Mount 
Load Operating Control Price Each 

Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
DC Switch 
@ CMX200D3 3A OVDC-200VDC 3VDC-10VDC 99B1189 = 
@ CMX60D5 5A OVDC-60VDC 3VDC-10VDC 79K4324 = 
@ CMX100D6 6A OVDC-100VDC 3VDC-10VDC 79K4322 = 
@ CMX60D10 10A OVDC-60VDC 3VDC-10VDC 79K4323 = 
@ CMXx100D10 10A OVDC-100VDC. 3VDC-10VDC 10R7970 = 
@ CMXx60D20 20A OVDC-60VDC 3VDC-10VDC 10M6690 a 

PIM_3652 


PIM_5624814 


1.800.463.9275 © newark.com 


© LED input status indicator 

Minimum turn-on voltage: 19VDC. Minimum turn-off 
voltage: 5VDC. Typical input current: 11mA at 48VDC, 
19mA at 280Vrms (CWU24 series); 10mA at 48VDC, 17mA 
at 280Vrms (CWU48 series). Maximum turn-on time 17msec. Maximum turn-off time: 30msec. Dielectric 
strength: 4000Vrms. 


Load Operating Control Price Each 

Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
Random Turn On 
@ CWU241010 10A 24VAC-280VAC 20VDC-48VDC 72W3875 = 
@ CWU2410P10 10A 24VAC-280VAC 20VDC-48VDC. 72W3877 ES 
@ CWU4810P10 10A 48VAC-660VAC 20VDC-48VDC 72W3897 ES 
@ CWU481010 10A 48VAC-660VAC 20VDC-48VDC 72W3895 = 
@ CWU242510 25A 24VAC-280VAC 20VDC-48VDC 72W3883 = 
@ CWU2425P10 25A 24VAC-280VAC 20VDC-48VDC 72W3885 = 
@ CWU4825P10 25A 48VAC-660VAC 20VDC-48VDC 72W3905 _ 
@ CWU482510 25A 48VAC-660VAC 20VDC-48VDC 72W3903 _ 
@ CWU2450P10 50A 24VAC-280VAC 20VDC-48VDC 72W3889 ae 
@ CWU245010 50A 24VAC-280VAC 20VDC-48VDC 72W3887 = 
@ CWU485010 50A 48VAC-660VAC 20VDC-48VDC 72W3907 = 
@ CWU4850P10 50A 48VAC-660VAC 20VDC-48VDC 72W3909 = 
@ CWU2490P10 90A 24VAC-280VAC 20VDC-48VDC 72W3893 = 
@ CWU249010 90A 24VAC-280VAC 20VDC-48VDC 72W3891 _ 
@ CWU489010 90A 48VAC-660VAC 20VDC-48VDC 72W3911 _ 
@ CWU4890P10 90A 48VAC-660VAC 20VDC-48VDC 72W3913 = 
@ CWU2412510 125A 24VAC-280VAC 20VDC-48VDC 72W3879 es 
@ CWU24125P10 125A 24VAC-280VAC 20VDC-48VDC 72W3881 = 
@ CWU4812510 125A 48VAC-660VAC 20VDC-48VDC 72W3899 = 
@ CWU48125P10 125A 48VAC-660VAC 20VDC-48VDC 72W3901 = 

> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


SOLID-STATE PANEL-MOUNT RELAYS 


UNIVERSAL AC/DC INPUT SOLID-STATE RELAYS (CONT.) 


| Load Operating Control Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
Zero Voltage Turn On 

@ CWU2410P 10A 24VAC-280VAC 20VDC-48VDC 72W3876 =e 
@ Cwu2410 10A 24VAC-280VAC 20VDC-48VDC 72W3874 = 
@ CWU4810 10A 48VAC-660VAC 20VDC-48VDC 72W3894 es 
@ Cwu4810P 10A 48VAC-660VAC 20VDC-48VDC 72W3896 eS 
@ CwUu2425 25A 24VAC-280VAC 20VDC-48VDC 72W3882 _ 
@ CWU2425P 25A 24VAC-280VAC 20VDC-48VDC 72W3884 _ 
@ CWU4825 25A 48VAC-660VAC 20VDC-48VDC 72W3902 we 
@ CWU4825P 25A 48VAC-660VAC 20VDC-48VDC 72W3904 ae 
@ CWU2450P 50A 24VAC-280VAC 20VDC-48VDC 72W3888 = 
@ CwU2450 50A 24VAC-280VAC 20VDC-48VDC 72W3886 =e 
@ Cwu4850 50A 48VAC-660VAC 20VDC-48VDC 72W3906 = 
@ Cwu4850P 50A 48VAC-660VAC 20VDC-48VDC 72W3908 = 
@ CWU2490P 90A 24VAC-280VAC 20VDC-48VDC 72W3892 = 
@ CWU2490 90A 24VAC-280VAC 20VDC-48VDC 72W3890 my 
@ CWU4890 90A 48VAC-660VAC 20VDC-48VDC 72W3910 = 
@ CWU4890P 90A 48VAC-660VAC 20VDC-48VDC 72W3912 ee 
@ CWU24125 125A 24VAC-280VAC 20VDC-48VDC 72W3878 ay 
@ CWU24125P 125A 24VAC-280VAC 20VDC-48VDC 72W3880 = 
@ CWU48125 125A 48VAC-660VAC 20VDC-48VDC 72W3898 = 
@ CWU48125P 125A 48VAC-660VAC 20VDC-48VDC 72W3900 = 
PIM_210138 

POWERPLUS DC SOLID STATE PANEL MOUNT  Ce-ywedeorn® 


RELAYS 


. 


C€ 


= RoHS _ 
Compliant 
Wee Available 


DC100D10 Dc100D10C 


© Optically isolated MOSFET outpu' 
@ Ratings from 10A to 100A @ 72 VDC 
@ AC and DC control 
© Relays are easily paralleled for higher-current 


applications 
© LED status indicator 
© Optional IP20 cover 


Load Operating Control Price Each 

Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
DC Switch 
@ DC100D10 10A 7VDC-72VDC 4VDC-32VDC 6378305 a5 
@ DC100D10C 10A 7VDC-72VDC 4VDC-32VDC 6378306 = 
@ DC200D10 10A 7VDC-150VDC 4VDC-32VDC 6378313 = 
@ DC200D10C 10A 7VDC-150VDC 4VDC-32VDC 6378314 = 
@ DC400D10 10A 7VDC-300VDC 4VDC-32VDC 6378317 oes 
@ DC400D10C 10A 7VDC-300VDC 4VDC-32VDC 6378318 = 
@ DC100D20 20A 7VDC-72VDC 4VDC-32VDC 6378309 ae 
@ DC100D20C 20A 7VDC-72VDC 4VDC-32VDC 6378310 = 
@ DC100D40 40A 7VDC-72VDC 4VDC-32VDC 6378311 ae 
@ DC100D40C 40A 7VDC-72VDC 4VDC-32VDC 6378312 = 
@ DC200D40 40A 7VDC-150VDC 4VDC-32VDC. 6378315 = 
@ DC200D40C 40A 7VDC-150VDC 4VDC-32VDC 6378316 = 
@ DC60D60 60A 7VDC-48VDC 4VDC-32VDC. 6378323 = 
@ DC60D60C 60A 7VDC-48VDC 4VDC-32VDC 6378324 = 
@ DC60AG0C 60A 7VDC-48VDC 90VAC-140VAC 6378320 zs 
@ DC60D100 100A 7VDC-48VDC 4VDC-32VDC 6378321 = 
@ DC60D100C 100A 7VDC-48VDC 4VDC-32VDC 6378322 = 
@ DC100D100 100A 7VDC-72VDC 4VDC-32VDC 6378307 = 
@ DC100D100C 100A 7VDC-72VDC 4VDC-32VDC 6378308 = 

PIM_197403 


Cut costs, not corners with 


© B 
oard & Box Components 
multicomp newark.com/multicomp 
PIM_5624836 
948 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


CL SERIES SOLID-STATE PANEL MOUNTRELAYS Ce-ywedooun” 
RoHS 

Gee tinoiat 
Available 


CL240A05 


CL240A05C 


Features © Ratings of 5A and10A @ 24-280 VAC 


© Optimized for lighter duty applications in heating, © AC or DC control 
lighting and motion control ® Zero-crossing (resistive loads) or random-fire 
Specifications (inductive loads) output 
Load Operating Control Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
Random Turn On 
@ CL240D05R 5A 24VAC-280VAC 3VDC-32VDC 84R6320 = 
@ CL240A05R 5A 24VAC-280VAC 9OVAC-250VAC 84R6312 = 
@ CL240A05RC 5A 24VAC-280VAC 90VAC-250VAC 84R6313 _ 
@ CL240D10R 10A 24VAC-280VAC 3VDC-32VDC 84R6324 = 
@ CL240D10RC 10A 24VAC-280VAC 3VDC-32VDC 84R6325 = 
@ CL240A10R 10A 24VAC-280VAC 9OVAC-250VAC 84R6316 = 
@ CL240A10RC 10A 24VAC-280VAC 90VAC-250VAC 84R6317 = 
Zero Crossing 
@ CL240D05 5A 24VAC-280VAC 3VDC-32VDC 84R6318 = 
@ CL240D05C 5A 24VAC-280VAC 3VDC-32VDC 84R6319 — 
@ CL240A05 5A 24VAC-280VAC 9OVAC-250VAC 84R6310 = 
@ CL240A05C 5A 24VAC-280VAC QOVAC-250VAC 84R6311 = 
@ CL240D10 10A 24VAC-280VAC 3VDC-32VDC 79R5363 as 
@ CL240D10C 10A 24VAC-280VAC 3VDC-32VDC 84R6323 = 
@ CL240A10 10A 24VAC-280VAC 90VAC-250VAC 84R6314 = 
@ CL240A10C 10A 24VAC-280VAC QOVAC-250VAC 84R6315 — 
PIM_179661 
MINI SIP SOLID STATE RELAY ASSEMBLIES CN crydonm: 


SERIES 

@ 6.2mm DIN-rail mount (35mm) SSR assembly 

® Contact rating: 3.5A at 24VDC; 2A at 240V LL 
© Control voltage: 5 and 24VDC; 120 and 240VAC yo 

@ Yellow LED input status indicator 


RoHS _ 
Compliant 
Available 


Load Operating Control Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
Zero Crossing 
@ DRACN240A05 2A | 24VAC-280VAC 3VDC-12VDC 68R0478 Es 
@ DRACNO24D05 3.5A OVDC-24VDC 3VDC-12VDC 68R0470 Ee 
@ DRACN024D24 3.5A OVDC-24VDC 15VDC-30VDC 68R0472 = 
@ DRACN048D05 100mA OVDC-48VDC 3VDC-12VDC 68R0474 = 
@ DRACN048D24 100mA OVDC-48VDC 15VDC-30VDC 68R0476 = 
PIM_177842 
MINI SIP SOLID STATE RELAYS CN SERIES crydom 


RoHS — 
Compliant 
Available 


Relay Relay Socket 
@ 5mm Mini SIP SSR © 6.2mm DIN-rail (35mm) mount socket 
© Contact rating: 0.1A at 48VDC; 3.5A at 24VDC @ Yellow LED input status indicator 
® Control voltage: 5 and 24VDC 
Load Operating Control Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
Zero Crossing 
@ CN024D05 3.5A OVDC-24VDC. 3VDC-12VDC 68R0450 = 
@ CN024D24 3.5A OVDC-24VDC 15VDC-30VDC 68R0451 a 
> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


RELAYS, SOLENOIDS & CONTACTORS 


SOLID-STATE PANEL-MOUNT RELAYS 


MINI SIP SOLID STATE RELAYS CN SERIES (CONT.) SERIES SOLID-STATE DIN RAIL MOUNT RELAYS (CONT.) 
Load Operating Control Price Each SRA1Z-60K-A 60A 40VAC-480VAC 9OVAC-250VAC 11AC0408 85.05 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ PIM_5728328 
Zero Crossing 
@ CN048D05 100mA OVDC-48VDC 3VDC-12VDC 68R0453 5 
G3RV SERIES SOLID-STATE RELAYS 
@ CNO48024 100m | ovDC-4svoc | 15VDC-30vDC 68R0454 = low profte alin FO relay oOmrROnN. 
For Use Price Each © Realized about 25% lower profile than conventional products, contribut- ELECTRONIC COMPONENTS 
Mfg. Part No. Type With StockNo.|  1-1-4+ ing to further miniaturization of the control panel. 
= 5 . @ Push-In Plus technology are used to save wiring work in 
@ DRSCN05 | Relay Socket} Crydom CN Series, 3-12VDC Input Solid State} 68R0482 — comparison with conventional screw terminals. 
Relays © No screw loosening means maintenance-free application, 
@ DRSCN24 | Relay Socket} Crydom CN Series, 15-30VDC Input Solid State) 68R0484 -— realizing high reliability 
Relays @ Hand-free’ structure that holds an inserted flat-blade screwdriv- 
PIM. 17841 er to achieve easier wiring work for stranded wires. 


© Screw terminal is also stocked to meet the screw type needs. 


@ Mounted relay or solid-state relay has a plug-in terminal that is 
SOLID-STATE DIN-RAIL MOUNT RELAYS CKM crydom difficult to bend at the time of exchange. 
SERIES 
© Ratings from 10A to 30A at 60VDC Ros far Load Operating Control Price Each 
© Slim 22.5mm (width) package Avaliable Mfg. Part No. Current Voltage Voltage Stock No. 1-44 
© Low Leakage DC Switch 
@ LED input status indicator wyitG 
© DC control G3RV-SR500-D DC24 3A 3VDC-26.4VDC | 21.6VDC-26.4VDC | 909393 79.36 
@ DIN Rail and Panel Mount G3RV-SR700-D DC24 3A 3VDC-26.4VDC | 21.6VDC-26.4VDC | 909417 83.61 
Zero Crossing 
G3RV-SR700-A DC24 2A T5VAC-264VAC | 21.6VDC-26.4VDC | 90Y9401 83.61 
PIM_5731628 
Load Operating Control Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ G3PJ SERIES SOLID-STATE RELAYS FOR 
@ CKM0620 20A OVDC-60VDC 4VDC-32VDC 61M3762 = HEATERS omRON. 
@ CKM0630 30A OVDC-60VDC 4VDC-32VDC 53M0261 = © SCCR of 10kA (UL 508). ae ELECTRONIC COMPONENTS 
© Surge pass protection improved surge dielectric strength for fone] 
PIM_163265 output currents. (OMRON testing) ee 
es @ Both push in plus and screw Technology input terminals pt 
available. 


SDA1 SERIES SOLID-STATE DIN RAIL 
MOUNT RELAYS 


@ Mount to DIN Track or with screws. . 

© Conforms to cULus and EN standards (TUV certification). 
Single-phase SSR for low heat generation enables carrying 25 A* 
even for close mounting of three SSRs to contribute to downsizing 
of control panels. * G3PJ-@25B(-PU) 


Load Operating Control Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ 
Zero Crossing 
G3PJ-215B DC12-24 15A 19VAC-264VAC | 9.6VDC-30VDC | 90Y9362 = 
G3PJ-215B-PU DC12-24 15A 19VAC-264VAC | 9.6VDC-30VDC | 90Y9363 100.60 
© High load voltage - up to 480VAC © LED control input indicator G3PJ-225B DC 12-24 25A | 19VAC-264VAC | 9.6VDC-30VDC | 90Y9364 | 106.50 
© 4~32VDC control input voltage © Integrated heatsink G3PJ-225B-PU DC12-24 25A | 19VAC-264VAC | 9.6VDC-30VDC | 90Y9365 | 126.16 
@ Single Phase, Zero cross-over switching 
- PIM_5731627 
Load Operating Control Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-24+ 
Feraitroaaing PANEL MOUNT SOLID STATE RELAYS nn DEC 
Features: 
SDA1Z-15K-D 15A 40VAC-480VAC 4VDC-32VDC 11AC0386 63.72 @ Input status LED indicator 
SDA1Z-25K-D 25A 40VAC-480VAC 4VDC-32VDC 11AC0388 | 103.58 Dual SCR output Sep irn . 
. /ompliant 
SDA1Z-25K-A 25A 40VAC-480VAC QOVAC-250VAC 11AC0387 | 105.45 Direct bond copper substrate Avaliable 
SDA1Z-40K-D 40A 40V-480V 4v0c-s2voC_| 11Ac0390 | 122.08 een lata JA: 
SDA1Z-40K-A 40A 40V-480V 90VAC-250VAC. 11AC0389 123.95 Optional finger-safe terminal cover (RSS-CVR) 


pecifications: 
Blocking voltage: 1200V 
Optical isolation: 4000V 
Zero cross 
Output voltage: 48-660VAC 
Contacts: SPST-NO 


PIM_5728327 


SERIES SOLID-STATE DIN RAIL MOUNT 
RELAYS mEURAKOOL 


High load voltage - up to 480VAC 


eoceoeeneeocene 


@ 4-32VDC or 90 - 250VAC control voltage Load Operating Control Price Each 
© Zero cross-over or Random switching Mfg. Part No. Current Voltage Voltage Stock No. 1-44 
© LED input indicator Zero Crossing 
ae aas ne ate @ RSSDN-10A 10A 48VAC-680VAC 4VDC-32VDC 13M2780 35.72 
@ RSSAN-10A 10A 48VAC-680VAC | 90VAC-280VAC 31B3391 38.49 
@ RSSDN-25A 25A 48VAC-660VAC 4VDC-32VDC 80K6137 28.89 
@ RSSAN25A 25A 48VAC-660VAC | 90VAC-280VAC 80K6136 38.18 
@ RSSDN-50A 50A 48VAC-680VAC 4VDC-32VDC 13M2781 43.75 
Load Operating Control Price Each @ RSSAN-50A 50A 48VAC-680VAC | 90VAC-280VAC 80K6135 49.25 
Mfg. Part No. Current Voltage Voltage Stock No. 1-24+ @ RSSDN-75A 75A 48VAC-660VAC 4VDC-32VDC 31B3394 67.36 
Zero Crossing @ RSSAN-75A 75A 48VAC-660VAC | 90VAC-280VAC | 31B3392 | 81.66 
SRA1Z-10K-D 10A 40VAC-480VAC | 4VDC-32VDC 11AC0400 | 40.00 @ RSSDN-90A 90A 48VAC-660VAC 4VDC-32VDC 31B3395 78.59 
SRA1Z-10K-A 10A 40VAC-480VAC | 90VAC-250VAC | 11AC0399 | 13.89 ar SEE 
SRA1Z-25K-D 25A 40VAC-480VAC |  4VDC-32VDC 11AC0405 6.50 Mfg. Part No. Type With Bari I ee 
eRAIeaks 25A | A0VACMEQVAG | S0VAC-250VAC [MUCUS ania @RSS-CVR _ | Finger Safe Terminal Cover | IdecRSS Series Relays | 3183390 | 6.78 
SRA1Z-40K-D 40A 40VAC-480VAC |  4VDC-32VDC 11AC0407 | 64.01 ioe 
SRA2Z-40K-D 40A 40VAC-480VAC | 4VDC-32VDC 11AC0414 | 90.23 - 
SRA1Z-40K-A 40A 40VAC-480VAC | g90VAC-250vAC | 11AC0406 | 70.61 
SRA1Z-60K-D 60A 40VAC-480VAC |  4VDC-32VDC 11AC0409 | 94.16 
> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


SOLID-STATE PANEL-MOUNT RELAYS 


SOLID-STATE RELAYS 


OMRON 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SOLID-STATE RELAYS (CONT.) 


e i 7 
+ ui ast ees cso sues AUTOMATION 8 SAFETY ws pean, | curme | Voter’ | oe | 
© Operation indicator enables monitoring operation RoHS _ 
© 5 to 90A output current Gee einoint Zero Crossing 
© Screw terminals © @ 240A25 25A 24VAC-280VAC 85VAC-280VAC 96F1086 66.78 
The GNA is an industry standard ‘hockey puck’ style, solid W 7) @ 120045 45A 12VAC-140VAC_ | _ 3VDC-32VDC 1em9772 | 74.92 
state relay. Ideal for industrial switching applications where long 
life, heavy duty loads and fast switching speed are required. @ 240A45 45A 24VAC-280VAC 85VAC-280VAC 18M9781 82.89 
Standard operation indicator. Output load current can be : 
significantly increased with a mfg. part no. Y92B heat sink. For Use | Price Each 
Dimensions: 2.28 x 1.69 x 1.06” (58 x 43 x 27). -UTU models Mfg. Part No. Type With Stock No. it 
are also VDE (TUV) approved. Additional models available; go @ SSR-HS Heat Sink | Opto22 Power Series Solid State Relays | 40T0080 | 103.16 
onling.st Call @ SSR-THERMOPAD | Thermal Pad Opto22 SSR-HS Heat Sink 4070081 | 126.23 
Load | Operating Control PriceEach =“ @ SAFETY COVER Cover _ | Opto22 Power Series Solid State Relays | 51M9003 | _7.36 
Mfg. Part No. Current Voltage Voltage Stock No. 1-4+ PIM 3749 
@ G3NA-D210B-DC5-24 10A 4VDC-220VDC 5VDC-24VDC. 90M0350 = - 
Tie oan ‘AC 100-240 10A 4VDC-220VDC | 100VAC-120VAC | 14R4367 es MAGNECRAFT SERIES 70S2 MINIATURE SOLID- Schneider 
@ G3NA-205B-DC5-24 5A 19VAC-264VAC. 5VDC-24VDC. 0206833 = STATE RELAYS & Electric 
@ G3NA-205B-AC100-120 5A 19VAC-264VAC | 100VAC-120VAC | 3106828 = ais 
@ G3NA-210B-DC5-24 10A 19VAC-264VAC 5VDC-24VDC. 17M6660 —= Soper 
@ G3NA-210B-UTU DC5-24 10A 19VAC-264VAC. 5VDC-24VDC. 89C5635 43.12 
@ G3NA-210B-AC100-120 10A 19VAC-264VAC | 100VAC-120VAC | 17M6659 — G 
@ G3NA-220B-DC5-24 20A 49VAC-264VAC. 5VDC-24VDC. 17M6661 = A \Y us 
@ G3NA-225B DC5-24 25A 19VAC-264VAC. 5VDC-24VDC. 17M6662 eas 
@ G3NA-225B-AC 100-120 25A__| 49VAC-264VAC | 100VAC-120VAC | 17M6663 = ; a Ce ae ; ; 
e cwnziospcsas [toa [Tancaswvac | svoczwoc [-sarmaa | — _ _SESTNO lye provi oT S0VRNS one lon fom cna og ra eld devs PC 
@ G3NA-240B-AC 100-120 40A | 19VAC-264VAC | 100VAC-120VAC | 90M0351 = which fit blade sizes 0.187” (4.75) and 0.250” (0.635) for the load size. Suffix “M” compact relay, panel or printed 
; circuit mount. Suffix “S” relays have screw terminals with screws. Dimensions (inches): 1.70L x 0.40W x 
For Use | Price Each 1.00H (Suffix V), 1.20L x 1.00W x 0.83H (Suffix N), 2.00L x 1.00W x 0.864H (Suffix S). UL recognized File 
Mfg. Part No. Type With Stock No. 1-1-4+ No. £52197. 
@ Y92B-A100 Heat Sink Omron G3NA Series Solid State Relays 17M8256 30.76 Load Operating Control Price Each 
PIM_19927 Mfg. Part No. Current Voltage Voltage Stock No. 1-9+ 
DC Switch 
SOLID-STATE RELAYS OoOPTO 22 @ 70S2-01-A-05-S 5A 3VDC-60VDC_ | 3VvDC-30vDC | 10M6453 | 54.62 
Zero Crossing 
q @ 70S2-01-A-03-V 3A 3VDC-60VDC 3VDC-15VDC. 10M6451 43.32 
@ 70S2-04-D-03-V 3A 8VAC-50VAC, 3VDC-32VDC. 10M6467 39.22 
@ 70S2-04-B-03-V 3A 24VAC-140VAC. 3VDC-32VDC. 10M6459 29.97 
1f @ 70S2-04-C-03-V 3A 24VAC-280VAC. 3VDC-32VDC. 10M6462 36.18 
4 g @ 70S2-04-B-04-F 4A 24VAC-140VAC. 3VDC-30VDC. 10M6460 55.38 
AC and DC Controlled Z Series > 
Heatsink Thermal Conductive Pad @ 70S2-01-A-05-N 5A 3VDC-60VDC 3VDC-30VDC. 10M6452 46.73 
© 4,000V optical isolation input to output © DV/DT commutating: snubbed for Gecinp an @ 70S2-02-A-05-S 5A 3VDC-60VDC 9VDC-30VDC 10M6455 55.08 
Rene veqcemmn «Hagman vin! grezaemen | aC ancaae {anes (ames | ee 
ist : i : . e @ 70S2-04-B-06-S 7 - 56.29 
a dal Miia prea ‘ eae W @ © 7082-04-C-06-N GA 2avAC-280VAC | 3vDc-s0vDc | 14M6826 | 65.71 
© Coupling capacitance input to output: 8pF © Order IP20 touch safe cover for @ 70S2-04-C-06-S 6A 24VAC-280VAC_ | 3VDC-30VDC 10M6463 66.71 
e DVIDT aff-state: 200 volts per microsecond e oe ce compliant © 705204-0-10M 0A eae 2 OUNAG aVDGSOVDE: OMG 57.53 
3 @ 70S2-04-B-12-S 12A 24VAC-140VAC. 3VDC-30VDC. 14M6825 56.24 
Dc Switch @ 70S2-04-C-12-N 12A 24VAC-280VAC, 3VDC-30VDC. 10M6465 69.85 
® DC60S3 3A BVDC-60VDC 3VDC-32VDC 78M9068 36.39 @ 70S2-04-C-12-S 12A 24VAC-280VAC. 3VDC-30VDC. 10M6466 45.47 
@ 12003 3A T2VAC-140VAC_| aVDC-32VDC_| 96F1083 | 39.48 Sees 12K | 24VAC-2B0VAG | EVDC-S0VDC ROMER DSCs 
© 72120010 T0A T2VAC-140VAG 3VDC-32VDC 718M9765 34.83 @ 70S2-03-B-25-S 25A 24VAC-140VAC. 3VDC-30VDC. 10N9137 71.98 
® 120D10 10A T2VAC-140VAC 3VDC-32VDC 96F 1081 56.82 @ 70S2-03-C-25-S 25A 24VAC-280VAC, 3VDC-30VDC. 10M6457 68.87 
@ 240010 10A 24VAC-280VAC 3VDC-32VDC 96F1061 54.71 PIM 3648 
@ 2240D10 10A 24VAC-280VAC. 3VDC-32VDC. 18M9766 35.82 
@ 2240010-17 10A 24VAC-280VAC 3VDC-32VDC 18M9767 23.53 SCHNEIDER ELECTRIC - SSP SERIES SOLID STATE Schneider 
© 480D10-12 10A 1O0VAC-530VAC_ |  3VDC-32VDC 18M9793 66.42 RELAY & Electric 
@ 120D25 25A 12VAC-140VAC. 3VDC-32VDC 18M9771 63.68 
@ 240D125 25A 12VAC-280VAC 3VDC-32VDC. 52M1720 65.63 
@ 240D25 25A 24VAC-280VAC 3VDC-32VDC. 18M9782 66.19 
@ 240D25-17 25A 24VAC-280VAC. 3VDC-32VDC 18M9783 64.83 
@ 240D25-18 25A 24VAC-280VAC, 3VDC-32VDC. 75K1885 BYES) 
@ 380D25 25A 24VAC-420VAC 3VDC-32VDC. 18M9790 75.86 
@ 480D25-12 25A 100VAC-530VAC 3VDC-32VDC. 18M9794 79.87 
@ 575D30-HS 30A 100VAC-600VAC 3VDC-32VDC. 06R5673 146.70 
@ 240D45 45A 24VAC-280VAC, 3VDC-32VDC. 18M9785 84.84 Panel Mounting 
@ 240D45-17 45A 24VAC-280VAC 3VDC-32VDC 18M9786 86.90 ipaa Operating Control Price Each 
@ 380D45 45A 24VAC-420VAC 3VDC-32VDC. 96F6491 87.04 Mfg. Part No. Current Voltage Voltage Stock No. 1-24+ 
@ 480D45-12 45A 100VAC-530VAC 3VDC-32VDC. 18M9795 87.09 @ SSP1A110M7 10A 24VAC-300VAC 90VAC-280VAC 13AC1606 = 
@ 575D45-12 45A 100VAC-600VAC 3VDC-32VDC 18M9796 90.82 @ SSP1D412BD 12 1VDC-150VDC 3.5VDC-32VDC | 13AC1635 | 59.04 
Zero Crossing @ SSP1D425BD 25A 1VDC-150VDC. 3.5VDC-32VDC 13AC1637 41.03 
@ 240D3 3A 24VAC-280VAC. 3VDC-32VDC 18M9784 _ @ SSP1D440BD 40A 1VDC-150VDC 3.5VDC-32VDC 13AC1639 72.15 
@ DC60S5 5A 5VDC-60VDC 3VDC-32VDC 18M9069 46.30 @ SSP1A450BD 50A 48VAC-660VAC 4VDC-32VDC 13AC1624 | 55.61 
@ 120A10 10A 12VAC-140VAC 85VAC-280VAC 18M9769 64.32 @ SSP1A450M7 50A 48VAC-660VAC. 90VAC-280VAC 13AC1626 87.81 
@ 240A10 10A 24VAC-280VAC. 85VAC-280VAC 18M9780 64.32 @ SSP1A175M7 75A 24VAC-300VAC 90VAC-280VAC 13AC1618 80.57 
@ 120A25 25A 12VAC-140VAC 85VAC-280VAC 18M9770 67.48 @ SSP1A175BD 75A 25VAC-300VAC 3VDC-32VDC 13AC1616 | 121.79 
> CONTINUED > > CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


SOLID-STATE PANEL-MOUNT RELAYS 


SCHNEIDER ELECTRIC - SSP SERIES SOLID STATE RELAY (CONT.) Solid State Relays (CONT.) 


Load Operating Control | Price Each Load Operating Control Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-24+ Mfg. Part No. Current Voltage Voltage Stock No. 1-24+ 
@ SSP1A490BDT 90A 48VAC-660VAC 4VDC-32VDC 13AC1632 89.47 @ SSP1A125M7T 25A 24VAC-300VAC | 90VAC-280VAC | 13AC1611 38.07 
@ SSP1A490M7 90A 48VAC-660VAC | 9OVAC-280VAC | 13AC1633 170.04 @ SSM3A325BD 25A 48VAC-600VAC 4VDC-32VDC 13AC1600 | 170.75 
@ SSP1A490M7T 90A 48VAC-660VAC | 9OVAC-280VAC | 13AC1634 120.36 @ SSM3A325BDR 25A 48VAC-600VAC 4VDC-32VDC 13AC1601 | 180.28 
@ SSP1A4125BD 125A | 48VAC-660VAC | 4VDC-32vDC | 13AC1620 | 169.54 @ SSM3A325F7 25A | 48VAC-600VAC | 90VAC-140VAC | 13AC1602 | 175.31 
@ SSP1A4125BDT 125A | 48VAC-660VAC | 4VDC-32vDC | 13AC1621 | 113.02 @ SSM3A325P7 25A | 48VAC-600VAC | 180VAC-280VAC | 13AC1603 | 175.09 
@ SSP1A4125M7 125A | 48VAC-660VAC | 90VAC-280VAC | 13AC1622 | 130.28 @ SSM1A130BD 30A | 24VAC-280VAC | 4VDC-32vDC_ | 13AC1591 a 
@ SSP1A4125M7T 125A | 48VAC-660VAC | 90VAC-280vAC | 13AC1623 | 105.16 @ SSM1A430BD 30A | 48VAC-660VAC | 4VDC-32vDC | 13AC1594 ay 
PIM_5726743 @ SSM1A430M7 30A | 48VAC-660VAC | 90VAC-280VAC | 13AC1595 = 
@ SSP1D440BDT 40A fvbc-1s0vbc | 3.5vbC-s2vDc | 13AC1640 | 77.39 
SCHNEIDER ELECTRIC - SSM SERIES SOLID STATE Ss h id @ SSM1A145BD 45A 24VAC-280VAC 3VDC-32VDC 89Y6891 = 
RELAY CHNeCIGer  esswtassssp 45A_| 48VAC-660VAC | 4VDC-32vDC__| 13AC1596 = 
[er @ Electric @ SSM1A445F7 454 | 48VAC-660VAC | 90VAC-140VAC | 13AC1597 = 
@ SSP1A150BD 50A | 24VAC-300VAC | 3VDC-32vDC | 13AC1612 | 53.30 
@ SSP1A150BDT 50A | 24VAC-300VAC | 3VDC-32vDC | 13AC1613 | 55.64 
@ SSP1A150M7 50A | 24VAC-300VAC | 90VAC-280VAC | 13AC1614 | 46.34 
@ SSP1A150M7T 50A | 24VAC-300VAC | 90VAC-280VAC | 13AC1615 | 56.91 
@ SSP1A450BDT 50A | 48VAC-660VAC | 4VDC-32vDC | 13AC1625 | 60.44 
@ SSP1A450M7T 50A | 48VAC-660VAC | 90VAC-280VAC | 13AC1627 | 106.48 
@ SSM1A455BD 55A | 48VAC-600vAC | 4VDC-32vDC | 13AC1598 = 
siti Baus @ SSM1A455F7 558 | 48VAC-660VAC | 90VAC-140VAC | 13AC1599 = 
: @ SSP1A175BDT 754 | 24VAC-300VAC | 3VDC-32vDC | 13AC1617 | 69.15 
Load Operating Control |Price Each = @ SSPIATTOMTT 75A | 24VAC-300VAC | 90VAC-280VAC | 13AC1619 = 
ae one ; ae a ae. aie © SSP1A475BD 75A | 48VAC-660VAC | 4VDC-32vDC | 11AC2591 | 69.79 
; Sa 75a [ 2avac-2e0vac | eovac-t4ovac | gactses | Aad Te TOA__| 48VAG-660VAC_| 4VDC-32VDC__[RISRGIE Oa es 
@ SSP1A475M7 754 | 48VAC-660VAC | 90VAC-280VAC | 13AC1629 | 85.17 
Pure © SSP1A475M7T 75 | 48VAC-6e0vAc | 90vAC-280vAC | 13AC1630 | 92.52 
© SSP1A490BD 90A | 48VAC-660VAC | 4VDC-32vDC | 13AC1631 | 122.89 
SSLM SERIES SOLID STATE RELAYS Schneider @ SSLM1D101BD foomA | 4VDC-28vDC | 4vDC-28vDc | 13AC1583 = 
@eElectric @ SSLM1D101M7 100mA | 4VDC-28vDC | 90VAC-280VAC | 13AC1584 = 
PIM_5697842 


P&B DUAL AND QUAD AC OUTPUT SOLID-STATE RELAYS 


SSRD series relays comprise 2 totally independent, 
optically-isolated, inverse parallel SCR output solid-state 
relays in 1 standard package. Used as 2 On/Off switches for 
loads through 25 amps. 2 x SPST-NO. 2500Vrms isolation. 
Overall dimensions: 2.25” L x 1.75” W x 1.26” H. SSRQ 
series relay comprises 4 independent, optically-isolated, 
triac output solid-state relays in 1 package. Used as 4 On/ 
Off switches for loads through 20A. 4 x SPST-NO. 250Vrms 


<r 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


oO US 


DIN Rail Mount isolation. Overall dimensions: 2.3” L x 1.75” W x 1.225" H. 
5 = Line voltage: 24-280VAC. Input voltage: 4-15VDC. Both 
Load Operating Control aac re UL recognized for industrial applications. 
Mfg. Part No. Current Voltage Voltage Stock No. 1-24+ 
@ SSLM1A13BD 3A 12VAC-280VAC 4VDC-28VDC 13AC1581 = SSRD 
@ SSLM1A13M7 3A 12VAC-280VAC_| 90VAC-280VAC | 13AC1582 = Load Operating Control | Price Each_ 
@ SSLM1ND101BD oomA | 4vDc-28vDc | 4vDC-28vDC | 13AC1587 = Mfg. Part No. Current Voltage Voltage Stock No. Ube 
@ SSLM1ND101M7 100mA 4VDC-28VDC QOVAC-280VAC | 13AC1588 47.09 Zero Crossing 
PIM_5726740 @ SSRD-240D25 25A 24Vrms-280Vrms 4VDC-15VDC 26M8311 75.87 
_ @ SSRD-240D40 40A 24Vrms-280Vrms 4VDC-15VDC 06R3619 104.09 
‘i PIM_3303 
Solid State Relays Schneider 
¢ @eElectric P&B SOLID-STATE RELAYS 
i 
SSRT series relays have TRIAC output and are controlled by an optoelectronic coupler. [ij—3 TE 
Intended for use as an On/Off switch for loads through 25 amps. EMI and RFI are greatly eee 
reduced due to zero voltage turn-on and zero current turn-off of the load. SPST-NO (, Uryorizep oistrieuror 
contacts. Plastic case is UL rated self-extinguishing. 400V rms RoHS 
isolation. Overall height: 0.87". Line voltage: 24-280VAC. Gee einpiat 
SSR series have medium/high power, 120/240VAC, 47-70Hz Available 
inverse parallel SCR output solid-state relay and are controlled . TAL 
by an opto electronic coupler. Intended for use as On/Off switch | ' Lec | i c US 
for loads through 110 amps. Line voltage: 24-280VAC. SPST- rotor & Brunt 
NO contacts. 400Vrms isolation. Zero voltage turn-on except Sern 
Load Operating Control Price Each R” suffix, which is random voltage turn-on. UL recognized. wah ag 
Mfg. Part No. Current Voltage Voltage Stock No. 1-24+ 
@ SSLM1D23BD 3A 5VDC-60VDC 4VDC-28VDC 13AC1585 = 
Ll 3A 5VDC-60VDC 4VDC-28VDC 13AC1586 = 7 
@SSEMIEDZIBD Load Operating Control Price Each 
@ SSP1A110BD 10A 24VAC-300VAC 3VDC-32VDC 13AC1604 24.43 Mfg. Part No. Current Voltage Voltage Stock No. 4-94 
@ SSP1A110BDT 10A 24VAC-300VAC 3VDC-32VDC 13AC1605 27.77 Random Turn On 
@ SSP1A110M7T 10A 24VAC-300VAC 90VAC-280VAC 13AC1607 36.49 @ SSR-240D25R 25A 24Vrms-280Vrms 3VDC-32VDC 18M9336 36.18 
@ SSP1D412BDT 12A 1VDC-150VDC 3.5VDC-32VDC 13AC1636 ee Zero Crossing 
@ SSM1A120BD 20A__|_24VAC-280VAC_ | 4VDC-32VDC_|_13AC1589 = @ SSRT-240D10 10A | 24Vrms-280Vims | 3VDC-32vDC | 29M9964 | 57.60 
@ SSM1A120M7 20A 24VAC-280VAC_| 90VAC-280VAC_| _13AC1590 = @ SSRT-240A10 10A 24Vims-280Vims | 90VAC-280VAC | 18M9337 | 51.53 
@ SSP1D425BDT 25A 1VDC-150VDC 3.5VDC-32VDC, 13AC1638 47.69 @ SSR-240D25 25A 24Vrms-280Vrms 3VDC-32VDC 89F948 43.84 
@ SSP1A125BD 25A 24VAC-300VAC. 3VDC-32VDC 13AC1608 28.69 @ SSRT-240D25 25A 24Vrms-280Vrms 3VDC-32VDC 76M8682 68.40 
@ SSP1A125BDT 25A___ | 24VAC-300VAC_|  SVDC-32VDC_ | 13AC1609 | 32.05 @ SSRT-240A25 25A | 24Vrms-280Vrms | 90VAC-280vAC | 18M9338 | 74.12 
@ SSP1A125M7 25A 24VAC-300VAC_ | Q0VAC-280VAC | 13AC1610 | 33.99 @ SSR-240A25 25A 24Vrms-280Vrms | 90VAC-280VAC 06R3617 43.84 
> CONTINUED > > CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS @ Indicates ROHS Compliant 4] Find Datasheets Online 


SOLID-STATE PANEL-MOUNT RELAYS 


P&B SOLID-STATE RELAYS (CONT.) MERCURY DISPLACEMENT RELAYS (CONT.) 
Load Operating Control Price Each Contact Coil Coil Price Each 
Mfg. Part No. Current Voltage Voltage Stock No. 1-9+ Mfg. Part No. Current | Voltage Resistance Contacts | Stock No. 1-2+ 
Zero Crossing Screw 
@ SSR-240D50 50A 24Vrms-280Vrms 3VDC-32VDC. 26M8310 71.60 BFC3-708 60A 120VAC 1220hm 3PST-NO 98F4527 729.67 
@ SSR-240A50 50A 24Vrms-280Vrms 90VAC-280VAC 29M9963 139.36 2060APS120AC 60A 120VAC 3500hm DPST-NO 90F7091 313.59 
“essr-480D125 | 125A | 48Vims-660Vims | 3VDC-32VDC_ | O6R3618 | 9551 __ 1060APS120AC 60A | 120VAC | 9020hm | SPST-NO | 90F7090 | 226.62 
PIM. 3301 CFC3-708 100A | 120VAC 230hm 3PST-NO | 90F7099 | 1572.05 
CFC-718 100A 120VAC 1800hm SPST-NO 90F7095 517.07 
SOLID-STATE RELAY Wy DFC3-301 150A 120VAC. 180hm 3PST-NO 98F7609 = 
The VO14642AT are high 4 SPST f VISHAY. DFC-301 150A 120VAC 1800hm SPST-NO 98F6407 714.20 
igh spee normally open (1 


form A) solid-state relay in a DIP-6 package. The relays are PIM_4058 
constructed as a multi-chip hybrid device. Actuation control 
is via an infrared LED. The output switch is a combination 
of a photodiode array with MOSFET switches. The relays THERMAL OVERLOAD RELAYS AL ED Hb 
can be configured for AC/DC or DC only operation. Available for starter construction with A Line contactors 
and separate panel mounting H PA LD OD 


© Designed for close couple mounting — separate base 
mounting available for all overload relays 

@ Full automatic function, Manual reset, Test phase or 
Reset can also be adjusted to function as a stop button 


Load Operating Control Tape Cut © Remote trip and reset option available 
Mfg. Part No. Current Voltage Voltage Stock No. 1-9+ © Screwdriver guide holes, all terminal screws are 
@ VO14642AABTR 2A 60V 1VDC-1.5VDC | 06AC2650 = available from the front 
@ Trip indication 
PIM_5737442 
Price Each 
MERCURY DISPLACEMENT RELAYS Mfg. Part No. Overload Adjustment Current Stock No. 1+ 
TA25DU6.5 4.5A-6.5A 63Y9135 125.80 
TA25DU11 75A-11A 639100 100.11 
TA25DU14 10A-14A 639104 74.96 
TA25DU19 13A-19A 63Y9108 95.92 
PIM_5542755 
THERMAL OVERLOAD RELAYS AL ED Ob 


eae protection for motors P a ip ap 


@ Easy to create starters 

© Optimized match to ABB contactors 

© Single mounting kits and wire reset for remote control 
available for specific applications. 


Features: 
© Trip class 10 
AFM220 3M30 & 3030 Series Adjustable current setting ranges 
© Allrelays are normally-open © Long life, quiet operation; self-renewing liquid © Overload protection with phase loss sensitivity 
© Tubes are hermetically sealed mercury contacts are virtually immune to wear, © Temperature compensation up to +60°C 
 Pull-In voltage is 85% of nominal; typical contact pitting or corrosion © Automatic or manual reset, sealable 
resistance is 4 milliohms © Stop and test function. 
General-purpose, resistive, motor load, and tungsten ratings are available. Other control voltages available, Thermal overload relays are economic electromechanical protection devices for the main circuit. They offer 
24V/AC thru 480VAC. reliable protection for motors in the event of overload or phase failure. The thermal overload relay can make up 
- a compact starting solution together with contactors. 
Contact | Coil Coil Price Each BIICSERER 
Mfg. Part No. Current | Voltage | Resistance | Contacts | Stock No. 1-2+ : | 
7 Mfg. Part No. Overload Adjustment Current Stock No. 1+ 
a F42-1.3 1A-1.3A 63Y9397 
AFM10-303-M 10A | 120VAC | 3.51kohm | SPST-NO | 9283380 = ae Tyrer as bor) 
7 AFM220-310 20d | 24vDC | 144ohm | DPSTNO | 93F2790 | 323.30 ar ET erEN =" gee 
AFM20-310-M 20a | 24voc | 247ohm | SPST-NO | 66F5530 | 258.99 Tia en - ar coo ai) 
AFM220-303 20A | 120VAC | 1.196kohm | DPST-NO | 90F7073 | 275.27 TDD 7 x an avai ae 
AFM20-303-M 20A | 120VAC | 3.51kohm | SPST-NO | 90F7071 | 216.12 een =a aya eee) 
AFM320-303 20d | 120VAC | 470ohm | 3PST-NO | 90F7075 | 424.43 — —— Boe) 
Screw F42-10 7.6A-10A 639399 69.99 
3030APS24DC 30A | 24VDC | 96ohm | SPSTNO | 93F2793 | 316.94 ee — a aaa 69.99 
BF-7046 30A | 24VvDC | 2300hm | SPST-NO | 90B7517 | 241.88 ask TOA — ae 
BF3-7024 30A 120VAC. 1350hm 3PST-NO 93F2792 653.95 oer SATII ae avi 
3030APS120AC 30A 120VAC, 340ohm 3PST-NO 90F7081 313.46 eT 301A = A ever Z 
3M30APS120AC 30A | 120VAC | 340ohm | 3PST-NO | 90F7078 | 328.05 ae SOMATA — 85.50 
2030APS120AC 30A 120VAC 340ohm DPST-NO 88F4369 222.40 EB) Te 0A 639417 dees2 
BF2-7027 30A | 120vAC | 3500hm | DPST-NO | 98F4499 | 439.00 ae eur —s 1S088 
BF-7032 30A | 120VAC | 902chm | SPST-NO | 93F2791 | 273.46 TS 
3035A24DC 35 | 24vDC | Stohm | 3PSTNO | 50B2990 | 431.05 a META aa — 
2035A24DC 35A_| 24VDC 90chm | DPST-NO | 50B2987 | 371.99 a : UALS 
BFL3-7024 35A 120VAC 1350hm 3PST-NO 50B2981 425.88 Price Each 
3035A120AC 35A 120VAC 1350hm 3PST-NO | 93F2794 | 477.77 Mfg. Part No. Description Stock No. 1-1-9+ 
3M35A120AC 35A 120VAC 1350hm 3PST-NO | 90F7087 | 618.32 DB42 Panel Mount Kit 61¥0841 34.95 
BFL2-7027 365A, 120VAC 3500hm DPST-NO 99F8644 354.20 PIM_5540158 
2035A120AC 35A 120VAC 3500hm DPST-NO 99F7248 336.93 
2M35A120AC. 35A 120VAC 3500hm DPST-NO 90F7085 184.44 
1M35A120AC 35A, 120VAC 9020hm SPST-NO 90F7083 155.87 
3050A120AC 50A 120VAC 1350hm 3PST-NO §2F5589 494.25 
3060APS24DC 60A 24VDC 46ohm 3PST-NO 96B4733 546.87 
2060APS24DC 60A 24VDC 900hm DPST-NO §0B2988 319.86 
3060APS120AC 60A 120VAC 1220hm 3PST-NO 90F7093 493.39 
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ELECTRONIC OVERLOAD RELAYS 


@ Phase loss sensitivity 

© Temperature compensation from -25 ... +70 °C 

@ Adjustable setting current for overload protection 

© Automatic- or manual reset selectable 

@ Trip-free mechanism 

@ STOP- and Test function 

@ Mounting direct onto contactor 

@ Sealable operating elements 

© Self-supplied devices 

Electronic overload relays are the alternative to the thermal 

overload relays. An electronic overload relay offers reliable 

and fast protection for motors in the event of overload or 

phase failure. Starter combinations are setup together with 

contactors. 

ericelEachy 
Mfg. Part No. Overload Current Stock No. 1-9+ 

EF19-6.3 1.9A-6.3A 616351 109.68 
EF19-18.9 5.7A-18.9A 61Y6349 132.51 
EF45-30 9A-30A 61Y6373 168.45 
EF65-70 25A-70A 72Y0703 302.36 
EF96-100 36A-100A 72Y0704 371.47 

PIM_5540121 


NF SERIES CONTACTOR RELAYS 


Benefits: 

© Optimize logistics and cut administration costs with fewer 
product variants to handle i 

@ Access global support and use the same products in all 
parts of the world 

@ Areduction of the coil’s energy consumption by 80% lets 
you save energy 

@ Secure your uptime by letting the AF technology overbridge 
voltage drops and sags 

Features: 

© 4 and 8-pole ranges available, 8-poles with perma- 
nently fixed 4-pole auxiliary contact block 

© Screw, spring and ring tongue connection types 
available 

@ Built-in surge suppression 

© Overlapping of lagging / leading contacts for 


AL ED ED 
FPARDED 


‘ 


NF33/11 and NF51/11 variants 

@ Easy-to-use accessories through snap-to-connect 
function 

© Mechanically linked contacts 


NF contactor relays are featuring AF technology as standard. The electronically controlled coil offers multiple 
benefits over conventional alternatives, and together with ABB’s wide product offering, an optimal configuration, 
every time. 
Price Each 
Mfg. Part No. Contacts Stock No. ‘he 
DIN Rail, 100-250 Vdc Control 
NF31E-13 3PST-NO, SPST-NC 62Y9186 45.98 
NF40E-13 4PST-NO 6279291 44.61 
NF44E-13 4PST-NO, 4PST-NC 62Y9311 98.23 
NF80E-13 8PST-NO 629480 84.53 
NF22E-13 DPST-NO, DPST-NC 62Y9085 45.98 
DIN Rail, 20-60 Vdc Control 
NF31E-11 3PST-NO, SPST-NC 6279184 44.53 
NF40E-11 4PST-NO 629289 42.27 
NF22E-11 DPST-NO, DPST-NC 62Y9083 49.54 
DIN Rail, 20-60 Vdc Control, Z Coil 
NFZ40E-21 4PST-NO 6278833 57.11 
NFZ22E-21 DPST-NO, DPST-NC 628825 75.13 
Price Each 
Mfg. Part No. Description Stock No. [14-94 
CA4-01 Auxillary Contact, 1NC, Front Mounting 60Y9953 ees 
CA4-10 Auxillary Contact, 1NO, Front Mounting 60Y9958 — 
PIM_5540122 
AF SERIES CONTACTORS AR Ob LD 
Benefits: 
© Optimize logistics and cut administration costs with fewer [P\ aD LID 


product variants to handle j 
@ Access global support and use the same products in all 
parts of the world: the 100 - 250 V, AC/DC coil covers all 
standard network voltages 
© Areduction of the coil’s energy consumption by 80% lets 
you save energy 
@ Secure your uptime by letting the AF technology overbridge Db 
voltage drops and sags. 
Features: 
© Up to 560 kW - 400 V AC-3, 900 hp - 480 V and 
2650 A - 690 V AC-1, 2700 A - general use © Connection sets and interlock unit for reversing 
© Only 4 coils cover 24 V - 500 V AC and 20 V - 500 and star-delta starter for an easy, fast and secure 
VDC assembly of starters 
@ Screw, spring and ring tongue connection types @ Mirror and mechanically linked contacts 
@ Built-in surge suppression 
Featuring AF technology as standard, AF contactors establish a new industry benchmark. The electronically 
controlled coil offers multiple benefits over conventional alternatives, and together with ABB's wide product 
offering, an optimal configuration, every time. 


> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS 


CONTACTORS/MOTOR STARTERS/AC DRIVES 


AF SERIES CONTACTORS (CONT.) 


Price Each 
Mfg. Part No. Contacts Contact Current | Stock No. 1+ 

DIN Rail, 1NC Auxillary Contact, 100-250 Vdc Control 

AF09-30-01-13 3PST-NO 9.5A 60Y1472 = 

AF12-30-01-13 3PST-NO 12.5A 60Y1933 72.84 

AF16-30-01-13 3PST-NO 18A 60Y2268 96.24 
DIN Rail, 1NC Auxillary Contact, 20-60 Vdc Control 

AFO09-30-01-11 3PST-NO 9.5A 60Y1470 Tiles) 

AF16-30-01-11 3PST-NO 18A 60Y2266 85.43 
DIN Rail, 1NO/4NC Auxillary Contacts, 100-250 Vdc Control 

AF40-30-11-13 3PST-NO 40A 60¥4100 159.60 

AF52-30-11-13 3PST-NO 53A 60Y4412 182.09 

AF65-30-11-13 3PST-NO 65A 60Y4570 223.79 

AF80-30-11-13 3PST-NO 80A 60Y4741 255.59 

AF96-30-11-13 3PST-NO 96A 60Y4798 287.25 
DIN Rail, 1NO/1NC Auxillary Contacts, 20-60 Vdc Control 

AF40-30-11-11 3PST-NO 40A 60Y4098 177.53 

AF52-30-11-11 3PST-NO 53A 60Y4410 204.23 

AF65-30-11-11 3PST-NO 65A 60Y4568 226.09 

AF80-30-11-11 3PST-NO 80A 60Y4739 296.12 
DIN Rail, 1NO/1NC Auxillary Contacts, 24-60 Vdc Control 

AF40-30-11-41 3PST-NO 40A 60Y4102 167.11 

AF52-30-11-41 3PST-NO §3A 60Y4414 191.62 

AF65-30-11-41 3PST-NO 65A 60Y4572 241.38 

AF80-30-11-41 3PST-NO 80A 60Y4743 268.88 
DIN Rail, 1NO/1NC Auxillary Contacts, 250-500 Vdc Control 

AF65-30-11-14 3PST-NO 65A 60Y4571 235.49 

AF80-30-11-14 3PST-NO 80A 60Y4742 263.61 
DIN Rail, 1NO/1NC Auxillary Contacts, 48-130 Vdc Control 

AF65-30-11-12 3PST-NO 65A 60Y4569 241.87 

AF80-30-11-12 3PST-NO 80A 60Y4740 271.24 
DIN Rail, 1NO Auxillary Contact, 100-250 Vdc Control 

AF09-30-10-13 3PST-NO 9.5A 60Y1477 aS 

AF12-30-10-13 3PST-NO 12.5A 60Y1938 64.04 

AF16-30-10-13 3PST-NO 18A 60Y2273 75.34 
DIN Rail, 1NO Auxillary Contact, 20-60 Vdc Control 

AF09-30-10-11 3PST-NO 9.5A 60Y1475 = 

AF09Z-30-10-21 3PST-NO 9.5A 60Y1547 83.79 

AF12-30-10-11 3PST-NO 12.5A 60Y1936 80.05 

AF12Z-30-10-21 3PST-NO 12.5A 60Y1994 87.73 

AF16-30-10-11 3PST-NO 18A 60Y2271 = 

AF16Z-30-10-21 3PST-NO 18A 60Y2312 105.82 
DIN Rail, 1NO Auxillary Contact, 24-60 Vdc Control 

AF09-30-10-41 3PST-NO 9.5A 60Y1479 59.89 

AF12-30-10-41 3PST-NO 12.5A 60Y1940 69.63 

AF16-30-10-41 3PST-NO 18A 60Y2275 67.75 
DIN Rail, 1NO Auxillary Contact, 250-500 Vdc Control 

AF09-30-10-14 3PST-NO 9.5A 60Y1478 54.37 

AF12-30-10-14 3PST-NO 12.5A 60Y1939 69.62 

AF16-30-10-14 3PST-NO 18A 60Y2274 77.38 
DIN Rail, 1NO Auxillary Contact, 48-130 Vdc Control 

AF09-30-10-12 3PST-NO 9.5A 60Y1476 71.43 

AF12-30-10-12 3PST-NO 12.5A 60Y1937 87.75 

AF16-30-10-12 3PST-NO 18A 60Y2272 100.35 

AF16Z-30-10-22 3PST-NO 18A 60Y2313 107.94 
DIN Rail, No Auxillary Contacts, 100-250 Vdc Control 

AF26-30-00-13 3PST-NO 26A 60Y2603 aa 

AF30-30-00-13 3PST-NO 33A 60Y3664 123.56 
DIN Rail, No Auxillary Contacts, 20-60 Vdc Control 

AF26-30-00-11 3PST-NO 26A 60Y2601 = 

AF26Z-30-00-21 3PST-NO 26A 60Y 2684 129.27 

AF30-30-00-11 3PST-NO 33A 60Y3662 = 

AF30Z-30-00-21 3PST-NO 33A 60Y3698 160.92 
DIN Rail, No Auxillary Contacts, 24-60 Vdc Control 

AF26-30-00-41 3PST-NO 26A 60Y2605 90.96 

AF30-30-00-41 3PST-NO 33A | 60Y3666 116.96 
DIN Rail, No Auxillary Contacts, 250-500 Vdc Control 

AF26-30-00-14 3PST-NO 26A 60Y2604 90.27 

AF30-30-00-14 3PST-NO 33A 60Y3665 125.45 
DIN Rail, No Auxillary Contacts, 48-130 Vdc Control 

AF26-30-00-12 3PST-NO 26A 60Y2602 116.98 

AF30-30-00-12 3PST-NO 33A 603663 150.47 

AF09-22-00-12 DPST-NO, DPST-NC 9.5A 60Y1466 oa 

> CONTINUED > 
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RELAYS, SOLENOIDS & CONTACTORS @ Indicates RoHS Compliant 4] Find Datasheets Online 
CONTACTORS/MOTOR STARTERS/AC DRIVES 


AF SERIES CONTACTORS (CONT.) SOLID STATE CONTACTORS (CONT.) 
Price Each | Operating Control Load Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ Mfg. Part No. Voltage Voltage Current | Stock No. 1-4+ 
BEA16-4 Contacting Link, AFO9-AF16 60Y9457 9.54 Random Turn On 
BEA38-4 Contacting Link, AF26-AF38 60Y9489 32.87 @ DRC3P48B400R 48V-530V 90VAC-140VAC. 5A 19X1550 = 
PIM_5539960 @ DRC3P48B400R2 48V-530V 90VAC-140VAC. 7.6A 19X1551 —_ 
@ DRC3P48D400R 48VAC-530VAC 18VDC-30VDC 5A 19X1562 a 
SOLID STATE CONTACTORS, RGC1P SERIES , f @ DRC3P48D411R2 48VAC-530VAC 18VDC-30VDC 7.6A 19X1567 — 
@ 1-pole AC solid state contactors Pe @ DRC3P48D420R2 48VAC-530VAC 18VDC-30VDC. 7.6A 19X1571 = 
@ Rated operational voltage: up to 660 VAC @ DRC3P48A400R 48VAC-530VAC | 208VAC-265VAC 5A 19X1538 a 
@ Rated operational current: up to 63 AAC V Reversing 
ei aca lel a al @ DRC3R40B400 48V-415V QOVAC-140VAC | 7.6A | 19X1575 aa 
© 100kA short circuit current rating according to UL508 @ DRC3R48B420 48V-510V 90VAC-140VAC 7.6A 19X1582 Si 
© DIN or panel mount @ DRC3R40D400 48VAC-415VAC 18VDC-30VDC 7.6A 19X1577 —_ 
Operating Load Price Each @ DRC3R48D420 48VAC-510VAC | 18VDC-30VDC 7.6A 19X1584 = 
Mfg. Part No. Voltage Current Stock No. 1+ PIM_211895 
Proportional Output 
RGC1P23AA12E 85VAC-265VAC. 15A 77Y6459 197.00 
SDA3 SERIES SOLID STATE 
RGC1P23V12EA 85VAC-265VAC 15A TTY6467 269.00 CONTACTORS mE URAKOOL 
RGC1P23V12ED 85VAC-265VAC, 15A 77Y6468 226.00 © High load voltage - up to 480VAC 
RGC1P23AA30E 85VAC-265VAC, 30A TTY6460 215.94 @ 4~32VDC or 90 ~ 250VAC control voltage 
RGC1P23K30ED 85VAC-265VAC 30A TTY6464 235.00 @ Three Phase, Zero cross-over switching 
@ LED control input indicator 
RGC1P23V30EA 85VAC-265VAC 30A TTY6469 320.00 @ Integrated heatsink 
RGC1P23V30ED 85VAC-265VAC, 30A 77Y6470 Es 
RGC1P23AA42E 85VAC-265VAC. 43A 77Y6461 258.00 
RGC1P23K42ED 85VAC-265VAC, 43A 77Y6465 262.00 
RGC1P23V42EA 85VAC-265VAC, 43A 77Y6471 349.00 
RGC1P23V42ED 85VAC-265VAC, 43A 77Y6472 276.00 
RGC1P23AA50E 85VAC-265VAC 50A TTY 6462 263.00 Operating | Control Load | Price Each_ 
RGC1P23V50ED 85VAC-265VAC 50A TTY6473 286.00 Mfg. Part No. Voltage Voltage Current Stock No. 1-9+ 
RGC1P23AA62E 85VAC-265VAC 63A 776463 322.00 Zero Crossing 
RGC1P23K62ED 85VAC-265VAC 63A 7TY6466 321.00 SDA3Z-30K-D 40VAC-480VAC 4VDC-32VDC. 30A 11AC0396 379.47 
RGC1P23V62EA 85VAC-265VAC 63A TTY6474 411.00 SDA3Z-30K-A 40VAC-480VAC. 90VAC-250VAC 30A 11AC0395 325.15 
RGC1P23V62ED 85VAC-265VAC 63A 77Y6475 348.00 PIM_5735729 
RGC1P48AA12E 190VAC-550VAC 15A TTY6476 40.70 
RGC1P48V12EA 190VAC-550VAC 15A TIY6484 269.00 XT CONTACTORS AUXILIARY CONTACTS = “Tei 
RGC1P48V12ED 190VAC-550VAC 15A TTY6485 226.00 za 
RGC1P48AA30E 190VAC-550VAC 30A TIY6477 238.00 Geptinaian 
RGC1P48K30ED 190VAC-550VAC 30A 77Y6481 255.00 Available 
RGC1P48V30EA 190VAC-550VAC 30A 77Y6486 320.00 @) G 
RGC1P48V30ED 190VAC-550VAC 30A 77Y6487 269.00 
RGC1P48AA42E 190VAC-550VAC 43A T1Y6478 264.00 
RGC1P48K42ED 190VAC-550VAC 43A 77Y6482 281.00 
RGC1P48V42EA 190VAC-550VAC 43A 77Y6488 349.00 52No_62NC 
RGC1P48V42ED 190VAC-550VAC 43A TTY6489 295.00 B-C Frame D-G Frame 
RGC1P48AA50E 190VAC-550VAC 50A 77Y6479 272.00 . 
RGC1P48V50ED 190VAC-S50VAC 50A 776490 307.00 7 ee a 
Front and side mounted snap-on auxiliary contacts have screw terminals in a variety of contact configurations. 
RGC1P48AA62E 90VAC-SSOVAC 63A TIY6480 332.00 Thermal current 10A. Spring cage terminals available; go online or call Newark. 
RGC1P48K62ED 190VAC-550VAC 63A 77Y6483 341.00 Price Each 
RGC1P48V62EA 190VAC-550VAC 63A 776491 411.00 Mfg. Part No. Description Genie, I oes oI 
RGC1P48V62ED 190VAC-SS0VAC 63A 7TY6492 368.00 @ XTCEXFAC22 n 51M9117 ae 
RGC1P60AA30E 410VAC-660VAC 30A TTY6493 40.00 “extcexroctt | «| 51M9133 | 53.73 
RGC1P60K30ED 410VAC-660VAC 30A TTY6496 255.00 @ XTCEXFACO2 7" 51M9112 Fe 
RGC1P60V30EA 410VAC-660VAC 30A 776499 320.00 @ XTCEXFACO4 a 51M9113 rary 
RGC1P60V30ED 410VAC-660VAC 30A 776500 297.00 @ XTCEXFBGI1 7 51M9123 53.73 
RGC1P60AA42E 410VAC-660VAC 43A 77Y6494 60.50 @ XTCEXFCC22 7 51M9131 90185 
RGC1P60K42ED 410VAC-660VAC BA 776497 281.00 @ XTCEXSBN11 a 51M9134 odo 
RGC1P60V42EA 410VAC-660VAC 43A TTY6501 349.00 @ XTCEXFCCC22 Eaton XT Series Frame B - C Contactors 84K7860 51.08 
RGC1P60V42ED 410VAC-660VAC 43A 77Y6502 326.00 @ XTCEXFAC11 Eaton XT Series Frame B - C Contactors 51M9114 34.90 
RGC1P60AA62E 410VAC-660VAC 83A TTY6495 332.00 @ XTCEXFAC20 Eaton XT Series Frame B - C Contactors 51M9116 33.09 
RGC1P60K62ED 410VAC-660VAC 63A 7TY6498 341.00 @ XTCEXFBG02 Eaton XT Series Frame D - G Contactors 17M8780 47.28 
RGC1P60V62EA 410VAC-660VAC 83A TTY6503 411.00 @ XTCEXFBG20 Eaton XT Series Frame D - G Contactors 51M9125 48.48 
RGC1P60V62ED 410VAC-660VAC 63A TIY6504 368.00 @ XTCEXFBG22 Eaton XT Series Frame D - G Contactors 51M9126 85.94 
PIM_5514319 PIM_88569 
SOLID STATE CONTACTORS Criycdormml  XTCONTROL RELAYS E:TeN 
F ; a ® DC coil has same physical dimensions as AC coil za 
2 Ube Controller rated Solid State F Eth ciete ee epinn jiant -@ AC control from 12V to 550V 50Hz, 600V 60Hz RoHS _ 
© Load voltage range up to 530VAC & RoHS Compliant, Horsepower Available ® DC control from 12V to:220V GeRErpien 
¢ Fits standard 35mm DIN-RAIL Rated ® 4:pole configurations 
@ LED input status indicator © Built in Overvoltage Protection *. (P20 finger and back-of-hand proof : r J e ® @) @ 
® AC or DC control © Ultra-efficient thermal management design Mini frame control relays and auxiliary contacts for use in 
© Zero-crossing (resistive loads) or instantaneous (Patented) various applications. Is the perfect product solution for IEC 


applications all over the world. Compact, space saving, and 
easy to install, the XT line is efficient and effective solution 
for customer applications. Thermal current: 10A. Ambient 
temperature range: -25°C to +50°C. Available with screw 
or spring cage terminals. 
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RELAYS, SOLENOIDS & CONTACTORS 


CONTACTORS/MOTOR STARTERS/AC DRIVES 


XT CONTROL RELAYS (CONT.) XT-IEC CONTACTORS RELAYS (CONT.) 
Coil Voltage Price Each Price Each 
Mfg. Part No. Overload Current DC Stock No. 1-4+ Mfg. Part No. Contacts Contact Current Stock No. 1-4+ 
@ XTRM10A31TD 1.5A-6A 24V 51M9251 125.38 DIN Rail, Panel 
@ XTRM10A40TD 1.5A-6A 24V 51M9253 108.91 @ XTCE018C10A 3PST-NO 18A 51M9143 222.50 
@ XTRM10A22TD 1.5A-6A 24V 51M9250 97.35 @ XTCE025C10A 3PST-NO 25A 51M9144 240.91 
@ XTRM10A40A 1.5A-6A ash 51M9252 63.38 @ XTCE032C10A 3PST-NO 32A 74K2721 296.57 
@ XTRM10A22A 1.5A-6A y 51M9249 64.56 @ XTCE032C10TD 3PST-NO 32A 17M8808 308.18 
PIM_88556 DIN Rail, Panel, 65A 
@ XTCEQ65D00A 3PST 65A 51M9147 364.58 
D FRAME XT CONTACTORS AND OVERLOAD RELAYS — A Te Ni Price Each 
- Mfg. Part No. Description Stock No. 1-1-4+ 
Geen @ XTCEXFAC11 Eaton XT Series Frame B - C Contactors 51M9114 34.90 
Available @ XTCEXFAC20 Eaton XT Series Frame B - C Contactors 51M9116 33.09 
C € @) @ XTCEXFCCC22 Eaton XT Series Frame B - C Contactors 84K7860 51.08 
@ XTCEXFBG02 Eaton XT Series Frame D - G Contactors 17M8780 47.28 
@ XTCEXFBG20 Eaton XT Series Frame D - G Contactors 51M9125 48.48 
@ XTCEXFBG22 Eaton XT Series Frame D - G Contactors 51M9126 85.94 
@ ZEB-XCT1000 Large Frame XT Contactors 6578025 2038.09 
e. 38 @ ZEB-XCT1500 Large Frame XT Contactors 6578026 2356.71 
D Frame Contactor Overload Relay @ ZEB-XCT300 Large Frame XT Contactors 6578027 661.87 
© DC coil has same physical dimensions as AC coil @ Non-reversing contactors @ ZEB-XCT600 Large Frame XT Contactors 6578028 1698.18 
© AC control from 12V to 550V 50 Hz, 600V 60 Hz @ Panel or DIN rail mounting PIM_88487 
© DC control from 12V to 220V 
The XT series is the perfect product solution for IEC applications all over the world. Compact, space saving, 
and easy to install. It is the efficient and effective solution for customer applications from 7A to 2000A. Ambient CONTACTORS E Te Ni 
temperature range: -25°C to +50°C. a 
*Coil voltage is listed at 50/60Hz Price Each 
| Price Each_ Mfg. Part No. Contacts Contact Current Stock No. 1-4+ 
Mfg. Part No. Contacts Contact Current Stock No. 1-4+ 7874A09G01 - . 45K0167 4896.92 
DIN Rail, Panel DIN Rail 
@ XTCE040D00TD 3PST 40A 17M8809 363.01 @ C25DRF340A 3PST 40A 85W2249 153.69 
@ XTCE040D00A 3PST 40A 51M9145 311.27 DIN Rail, Panel 
@ XTCE050D00A 3PST 50A 51M9146 343.42 CES55NN3A 3PST 7 49K3480 9108.29 
@ XTCE065D00TD 3PST 65A 17M8811 447.69 CE15NN3A 3PST Rs 49K3411 3258.87 
DIN Rail, Panel, 65 A Panel 
@ XTCEOSSDOOA SBS _ SiMe! 364.58 © C25DND340A SPST 40A 46K 2999 162.43 
Price Each A201K4CA 3PST 135A 48K9168 9865.58 
Mfg. Part No. Description Stock No. 1-1-4+ C25BNF230T DPST 30A 46K2721 118.96 
@ XTCEXMLD Eaton Frame D XT Series Contactors 17M8795 49.18 C25ANF140B SPST 40A 46K2686 105.15 
@ XTCEXRLD Eaton Frame D XT Series Contactors 17M8799 62.93 PIM. 5697834 
PIM_88535 
A202 LIGHTING CONTACTORS 
XT-IEC CONTACTORS RELAYS A Features: 
E Te [al © Switchings of large tungsten, fluorescent, mercury are 
lamp loads 


@ The magnetically latching contactors withstand large 
initial inrush currents of tungsten lamp loads without 
contact welding 

© Do not require derating 

@ Designed and tested for lighting and resistive loads 

© No control power necessary to maintain contact closure 

© Low installed cost 


Contactor with Overload Relay F Frame Contactor C Frame Contactor D Frame Contactor paar deticoes CuIAl 
@ IEC contactors available from 7 to 2500 amps © DC coil has same physical otis " ° 30, feetaee Gren a © Line-to-line: 480V AC 
© Reversing contactors, FVNR and FVR starters, dimensions as AC coil pried © Ballast load: 600 AC. breaking all lines © Line-to-neutral: 277V AC 
and CMC's (integrated Starters) available © Panel or DIN rail mountin : : ong © UL Listed File # £44424, Guide NRNT 
(integ ) 9 @ Tungsten lamp loads, maximum volts ifad Ej 
© Low wattage coils are available in a wide range of C € @® : © CSA Certified File # LR39402, Class 3231-01 
both AC: 12V to 600V 50/60 Hz, DC: 12V to 220V The A202 Lighting Contactor from Eaton's electrical business provides a safe and convenient means for local or 
The XT series is the perfect product solution for IEC applications all over the world. Compact, space saving, remote switching of relatively large tungsten, fluorescent or mercury arc lamp loads. 
and easy to install (requires no tools). It is the efficient and effective solution for customer applications from 7A Price Each 
to 2000A. Eaton revolutionary design is the latest in leading edge technology combining space-savings with Mig. Part No. Contacts Contact Current Stock No. 14+ 
generations of IEC design experience tracing its origins to its engineering roots in 1899 in Bonn,Germany. The 
tool-less design allows contactors and overload relays to be combined easily into non-reversing and reversing Panel 
contactors, starters, combination motor controllers. Manual Motor Protectors are also available on the website. A202K1CAM 3PST 30A 45K6167 1878.35 
Ambient temperature range: -25°C to +50°C. A202K2CAM 3PST 60A 48K9201 3616.52 
[Price Each = aaoakioa | 4eST_~| ——<a0A—=~=«d~CSCKTTS | 1005.53 
Mfg. Part No. Contacts Contact Current Stock No. 1-4+ A202K2DWM 4PST 60A 39M4532 2628.10 
DIN'Rail, Fane! oer TOR ee A202K1EAM 5PST-NO 30A 45K6175 2444.23 
SXTCEONDOOTL Boel A202K1BAM DPST 30A 45K6163__| 1831.19 
@ XTCE040D00A 3PST 40A 51M9145 311.27 PIN 0887 
@ XTCE050D00A 3PST 50A 51M9146 343.42 ia 
@ XTCE065D00TD 3PST 65A 17M8811 447.69 
@ XTCE115G00A 3PST 115A 01N4596 703.94 C30CN LIGHTING CONTACTORS E A oN 
@ XTCE007B10A 3PST-NO 7A 51M9135 140.79 -_ 
@ XTCE007B10TD 3PST-NO 7A 51M9136 165.51 - @) Dus 
@ XTCE009B10A 3PST-NO 9A 51M9137 163.89 
@ XTCE012B10TD 3PST-NO 12A 51M9140 239.05 C € 
@ XTCE012B10A 3PST-NO 12A 51M9139 199.92 
@ XTCE015B10A 3PST-NO 15.5A 51M9141 207.91 
@ XTCE015B10TD 3PST-NO 15.5A 51M9142 233.36 Canchil eapENE 
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CONTACTORS/MOTOR STARTERS/AC DRIVES 


C30CN LIGHTING CONTACTORS (CONT.) ; ; 50MM DEFINITE PURPOSE CONTACTORS (CONT.) 
@ 30 amp power pole rating or NC, may be easily added at any time. 
© Upto 12 poles maximum © Low input VA permits long wire runs @ C25END430B 4PST 30A 79R6253 167.66 
© Power poles latch easily onto the base, and © Come in a wide range of input voltages and with Price Each 
designating them as NO or NC is simple matter of coils from 24V to 277V AC and 12V to 24V DC oe WELICe saci 
left or right positioning. Additional poles, either NO Mfg. Part No. Description Stock No. 1+ 
The mechanically held lighting contactor provides effective control in applications such as office buildings, C320KG2 83 46K3505 38.22 
industrial plants, hospitals, stadiums, airports, etc. They are ideal for applications that require quiet, energy- @ C321KM60B 7 46K3642 39.36 
efficient operation. Designed to handle different load types. Tungsten (incandescent filament), Ballast Eaton 50mm 15-75A Definite P Contact 46K3499 
(fluorescent and mercury arc), High intensity discharge (HID). C320KG1 arn en SNE EUIPOSS VONCOIS 26.79 
Price Each C320KG3 Eaton 50mm 15-75A Definite Purpose Contactors 46K3506 38.63 
Mfg. Part No. Contacts Contact Current Stock No. 1+ C320KG4 Eaton 50mm 15-75A Definite Purpose Contactors 46K3508 47.12 
Panel, 120V PIM_105818 
C30CNE20A0 DPS 30A 46K3294 761.11 
C30CNM20A02A0 DPST 30A 46K3303 1826.47 COMPACT DEFINITE PURPOSE CONTACTORS | Te 
C30CNM20A03A0 DPST 30A 46K3304 1928.72 a 
Panel, 240 V Gee tinoian 
C30CNE20B0 DPS 30A 46K3295 800.73 Available 
Panel, 480 V WAG 
C30CNE20C0 DPS 30A 89M4583 4177.00 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
C320MH2WA0 2-Wire Mechanically Held Module Kit 46K3529 300.32 
C320MH2WHO 2-Wire Mechanically Held Module Kit 46K3530 491.62 
C320MH3WHO 3-Wire Mechanically Held Module Kit 46K3534 584.91 4-Pole Binding head 2-Pole Binding head 2-Pole Box 
C320AMH2 Double Pole Auxiliary Contact 46K3396 89.95 screw/QC screwlQC Lugs/QC 
C320PRP2 Double Power Pole 46K3584 348.00 ® Insulation Voltage: 690V ® Coil Voltage AC Max: 120V 
Wire | idhti @ Magnet Coil Class F, 155°C. © Coil Voltage AC Min: 110V 
C320MH3WAO Eaton COGN 3-Wire Lighting Contactors 46K3533 344.45 © Operating temperature: -25 to +70°C © Contacts: DPST.NO-DB 
C320AMH1 Single Pole Auxiliary Contact 46K3395 59.94 © Coil Power VAC: 2.2kW © Horsepower: 3hp 
C320PRP1 Single Power Pole 46K3583 478.42 ® Coil Terminals: Screw with Quick Connect © Line Voltage: 230V 
PIM 110566 C25 Series 20 - 40A single and double-pole contactors feature a compact, efficient design with a low VA coil 
S and straight-through wiring. New contactor housing desigh effectively limits dust and other contaminants from 
magnet structure, reduces or eliminates noise. 
50MM DEFINITE PURPOSE CONTACTORS | “Tei Price Each 
m Mfg. Part No. Contacts Contact Current Stock No. 1-4+ 
} Panel 
ty Se iy @ C25BNB220A DPST 20A 46K2689 105.46 
Sy ® @ C25BNB220B DPST 20A 46K2690 75.07 
é “Se @ C25BNB220 DPST 20A 46K2693 75.45 
. 81% ¥ @ C25BNB225A DPST 25A 46K2694 62.56 
15-50A Screw/Pt & 60-75A Box lugs & 15-50A Box lugs & Side Mounted AEE DESL au AGK25HY Mek 
= crew/Pressure 2 OX |ugs i" Ox lugs ide Mountec 
AC Side by Side AC Side by Side QC Side by Side Auxiliary Contact @ C25BNB230B DPST 30A 46K2702 66.87 
RoHS _ @ C25BNB230 DPST 30A 46K2707 63.34 
Geetinoint © C25BNB240A DPST 40A 46K2709 90.55 
AL 7) @ C25BNB240B DPST 40A 46K2710 90.55 
@ C25BNB240 DPST 40A 46K2713 83.57 
eres isiiea's @ C25BNF240A DPST 40A 46K2722 133.11 
ide Mounted snap 
Switch Auxiliary Contact @ C25BNF240B DPST 40A 46K2723 120.49 
© Current rating: 15-754 © Coil terminals: 10 - 14 AWG @ C25BNF240 DPST 40A 46K2725 137.56 
@ Available in 2,3, and 4 pole configurations @ Magnet coil: Class F, 155°C @ C25ANB125A SPST 25A 46K2667 64.19 
@ Universal mounting plate @ Ambient temperature: 150°F (65°C) 
© Contacts: Double Break @ C25ANB125 SPST 25A 46K2670 67.37 
Definite Purpose Contactors and Starters are electrically operated switching devices specifically designed © C25ANB130A SPST 30A pore 17.31 
for the heating, ventilation, air conditioning and refrigeration (HVAC) industry. They are typically controlled by @ C25ANB140A SPST 40A 46K2676 91.94 
automatic, i.e. thermostat, control or manual, i.e. pushbutton, interfaces. They are suitable for a wide range of PIM. 105807 
other low-cycle duty applications requiring low cost switching of single- and three-phase loads. In addition to Ss 
HVAC, these compact and relatively low cost devices can be found in the following applications: Elevators, Pool 
and spa, Food processing, Pumps and compressors, Lighting, Hoists and cranes, Welding, Battery chargers, ae o 
Printing presses, Power supplies, Vending machines, Agricultural applications Er LINE OVERLOAD RELAYS Schneider 
Price Each © Manual or auto reset & Electric 
Mfg. Part No. Contacts Contact Current Stock No. 1-4+ © Full load current dial | RoHS 
Panel © Single-phase sensitivity Getinsiat 
© AC or DC protection Available 
@ C25DND325A 3PS 25A 46K2961 101.38 © Ambient compensated bi-metallic ) 7) 
@ C25DND325B 3PS 25A 46K2965 134.68 For 3-pole contactors with screw-clamp terminals. 
@ C25DND325T 3PS 25A 46K2970 129.42 
@ C25DND330A 3PS 30A 46K2975 80.24 
@ C25DND330T 3PS 30A 46K2993 84.61 
@ C25DND330B 3PS 30A 79R6246 95.71 
@ C25DNF340T 3PS 40A 46K3094 114.46 Price Each 
@ C25DNF340A 3PS 40A 79R6247 114.46 Mfg. Part No. Overload Current Stock No. 1-5+ 
@ C25FNF360A 3PS 60A 79R6255 320.26 @ LR2K0307 4.2A-1.8A 42M2231 86.86 
© C25FNF360B 3Ps 60A HSRG236 322.97 @ LR2K0308 1.8A-2.6A 16B731 = 
© C25FNF360T SPs BOA uoRG207 323.67 @ LR2K0310 2.6A-3.7A 42M2232 = 
© C25FNF375A 3PS TSA T9R6258 482.33 @ LR2K0312 3.7A-5.5A 42M2233 95.84 
@ C25FNF375B 3PS 75A 79R6259 439.58 @ LR2K0314 5.5A-8A 16B734 99.51 
@ C25FNF375T 3PS 75A 79R6260 439.58 TeiR2Kos16 =—st=<“‘LS*S*é‘(‘é‘(C‘;OATIOASOOOOCL)OOO4OB735.~«— | «O48 
@ C25END425A APS 25A T9R6249 154.24 @ LR2K0305 540mA-800mA 42M2230 90.36 
@ C25END425B 4PS 25A 79R6250 148.33 @ LR2K0306 800mA-1.2A 16B729 90.12 
@ C25END425T 4PS 25A 79R6251 148.33 
@ C25END430A 4PS 30A 79R6252 179.22 
> CONTINUED > > CONTINUED > 


956 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


RELAYS, SOLENOIDS & CONTACTORS 


CONTACTORS/MOTOR STARTERS/AC DRIVES 


IEC K-LINE OVERLOAD RELAYS (CONT.) 


For Use Price Each 
Mfg. Part No. Type With Stock No. 1+ 
@ LA7K0064 | Terminal Block | Schneider LR2 Series Three Pole Overload Relays | 15B9778 20.17 
PIM_60173 
TeSys N CONTACTORS 4 
eth Schneider 


@ High density thanks to compact, space-saving design 


© Contactors Size 00 - 2 are DIN rail and panel mountable 

®@ Common accessories across TeSys range to maximize 
convenience and reduce inventory 

@ Replaceable coils require no tools for easy installation 


@ Electric 
Gein . 

Compliant 

Available 


Price Each 
Mfg. Part No. Contacts Contact Current Stock No. 1-4+ 
DIN Rail, Panel, 25 hp Switching Power 
TO2DN13G7 | 3PST-NO, 3PST-NC 45A 84X9273 -- 
DIN Rail, Panel, 5 hp Switching Power 
T02BN13G7 | 3PST-NO, 3PST-NC 18A 84X9275 439.66 
PIM_5465902 
AUXILIARY CONTACT BLOCKS FOR K-LINE + 
Schneider 


CONTACTORS 


Standard auxiliary contact blocks have clip-on mounting. 


Rated 240V @ 2 Amp. Screw clamp connection. Mechanical 
durability: 30 million operating cycles. For use with K-Line mini 
IEC contactors. 


@eElectric 
OG 


CE 


Price Each 
Mfg. Part No. Description Stock No. 1-4+ 
LA1KNO4 15B9586 22.89 
LA1KN20 i 15B9589 23.30 
LA1KN11 4NO/1NC 92F5946 21.55 
LA1KN22 2NO/2NC 96B0177 20.61 
LA1KN40 4NO 15B9593 21.18 
PIM_50988 
ACCESSORIES FOR D-LINE CONTACTORS Schneider 


LAD8N11 
Standard auxiliary contact blocks with rated operational voltage of up to 660V. Rated thermal current: 10A. 


LADN11 


RoHS — 
Compliant 
Available 


DN 
: tat € 
=u 40 =e “3 
LADN22 


IEC CLASS 10 TESYS D-LINE OVERLOAD RELAYS Schneider 


& Electric 

Spier ; 
Compliant 
Available 

OG 


© Selectable manual/auto reset 
© Seperate “stop” and “reset” controls 


@ Ready-to-wire screw terminals 
@ Ambient compensated, bi-metallic 


Designed for direct mounting on underside of D-Line contactors. To create a motor starter, choose a contactor 
and an overload relay. Class 10 without single-phase sensitivity, class 20 with and without single-phase 
sensitivity also available; go online or call. 
Price Each 
Mfg. Part No. Overload Adjustment Current Stock No. [+ 
LRDO6 1A-1.6A 31C9378 91.89 
LRDO7 16A-25A 3109379 96.85 
LRDO8 2.5A-4A 3109380 98.62 
LRD10 4A-6A 3109381 104.01 
LRD12 5.5A-8A 3109382 106.12 
LRD14 TA-10A 3109383 94.30 
LRD16 9A-13A 3109384 108.18 
LRD21 12A-18A 3109385 108.18 
LRD22 16A-24A 3109386 = 
LRD3322 17A-25A 3109388 135.23 
@ LR3D332 23A-32A 11R1570 163.92 
@ LRD332 23A-32A 11R1558 174.27 
@ LRD332L 23A-32A 11R1559 175.60 
LRD32 23A-32A 3109387 126.70 
@ LR3D340 25A-40A 11R1571 174.57 
@ LRD340L 25A-40A 11R1561 175.73 
LRD3355 30A-40A 3109390 177.78 
@ LRD340 30A-40A 11R1560 148.26 
@ LR3D350 37A-50A 11R1572 164.51 
@ LRD350L 37A-50A 11R1563 168.36 
LRD3357 37A-50A 3109391 163.85 
@ LRD350 37A-50A 41R1562 171.52 
@ LR3D365 48A-65A 41R1573 156.78 
@ LRD365L 48A-65A 11R1565 184.38 
@ LRD365 48A-65A 11R1564 157.85 
LRD3361 55A-70A 31€9393 198.27 
LRD3363 63A-80A 3109394 204.41 
LRDO3 250 mA - 400 mA 3109375 93°39) 
LRDOS 630 mA-1A 3109377 92.48 
PIM_2366 
K-LINE MINI IEC CONTACTORS Schneider 


@ Available up to 10OHP @ 600VAC 
© Captive, Screw Terminal, Slip-On Terminal, or Terminal Pin Wiring 
Available 

Ideal as non-reversing, AC control circuit contactors for 
lighting and motor circuit applications. Snap-on accessories 
includes two or four auxiliary contact blocks, electric on- 
delay times and transient voltage suppressors; go online 
or call . Ambient compensated. Includes single-phase 
sensitivity for phase unbalance and phase loss protection. 
Also available in 9 and 12A; go online or call . 


O€ 
CE 


Mechanical durability: 30 million operating cycles. UL listed, CSA certified, and CE compliant. 
Price Each Price Each 
Mfg. Part No. Description Stock No. 1+ Mfg. Part No. Contacts Contact Current Stock No. 1-4+ 
LAD4VG 79C9307 36.48 DIN Rail 
@ LAD4VU 79C9308 33.45 @ LC1K0601B7 3PST-NO 6A 92F5942 = 
LADNO2 79C9275 32.74 DIN Rail, 110 V 
LADNO4 Auxiliary Contact Block 79C9276 67.44 LC1K0610F7 3PST-NO 6A 92F5940 90.33 
LAD8N11 Auxiliary Contact Block 3109316 29.69 LC1K0601F7 3PST-NO 6A 92F5943 92.20 
LADN31 Auxiliary Contact Block 3109313 66.56 LC1K0910F7 3PST-NO 9A 96B0193 110.33 
LADN22 Auxiliary Contact Block 3109312 68.15 DIN Rail, 24 V 
@ LADN40 Auxiliary Contact Block 3109314 63.85 LC1K0610B7 3PST-NO 6A 92F5939 89.52 
LADN11 Auxiliary Contact Block 3109311 33.42 LC1K0910B7 3PST-NO 9A 96B0192 116.73 
LAD8N20 Auxiliary Contact Block 7909314 27.20 PIM_2365 
LADN10 Auxiliary Contact Block 79C9277 17.69 _ 
LADN20 Auxiliary Contact Block 79C9279 35.12 
LAD4RCU Suppressor Module 79C9305 40.38 
PIM_2367 
1.800.463.9275 © newark.com elementiu 957 
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CONTACTORS/MOTOR STARTERS/AC DRIVES 


TESYS D-LINE 9-150A IEC CONTACTORS Schneider FULL VOLTAGE CONTACTORS SQUARE 'D} ir 
GeElectric by Schneider Electric 


Oo 
c€ 
ie 


NEMA Size: 0 NEMA Size: 1 NEMA Size: 2 


@ 45mm wide for panel space savings (up to 32A) @ Reduced installation time with quickfit spring 
© Control motors up to 20HP @ 480VAC, 150A terminal system 
@ Finger-safe terminals and safety cover © Low power consumption DC coils 
60Hz contactors are 3-pole, AC coil, non-reversing. Side- and top-mount auxiliary contact modules give more 
design flexibility. Snap-mount on standard 35mm DIN rail. Mechanical life of up to 30 million operations. All NEMA Size: 3 
coils have three leads to accommodate global wiring practices. Coil wire insulation is rated at 180°C. A choice : . 
of wiring connections including spring terminals, ring tounge terminals, slip-on terminals and screw clamps © 3-pole polyphase © NEMA sizes 00 through 7 
provides flexibility in meeting specific, application requirements. Auxilary contacts are 1NO and 1NC. To create © Open Type 
a motor starter, choose a contactor and an overload relay. SEMI 47 low voltage ride through module, IP Class Class 8502 type S magnetic contactors are used to switch heating loads, capacitors, transformers, and electric 
20 overload relay, four pole contactor also available. motors, where overload protection is provided separately. Designed for operation at 600VAC, 50 to 60Hz. 
Price Each Price Each 
Mfg. Part No. Contacts Contact Current Stock No. 1-4+ Mfg. Part No. Contacts Contact Current Stock No. 1+ 
DIN Rail Panel 
LC1D09G7 3PST-NO 9A 31C9327 153.86 8502SA012V02S 3PST 9A 16B6749 — 
LC1D09U7 3PST-NO 9A 3109328 153.86 8502SA012V08 3PST 9A 1709166 = 
LC1D09B7 3PST-NO 9A 3109326 143.33 8502SB01V02S 3PST 18A 16B6763 = 
LC1D09F7 3PST-NO 9A 7909456 142.65 8502SBO02V02S 3PST 18A 16B6765 = 
@ LC1D09M7 3PST-NO 9A 7909459 141.86 8502SBO02V08 3PST 18A 16B6768 — 
LC1D12B7 3PST-NO 12A 3109333 184.04 8502SCO2V02S 3PST 27A 16B6787 = 
LC1D12U7 3PST-NO 12A 3109335 184.00 8502SCO2V08 3PST 27A 16B6790 — 
LC1D12G7 3PST-NO 12A 3109334 184.00 8502SD02V08 3PST 45A 16B6808 ts 
LC1D18B7 3PST-NO 18A 3109340 200.45 8502SEO2V02S 3PST 90A 16B6818 = 
LC1D18G7 3PST-NO 18A 3109341 210.33 8502SEO2V08 3PST 90A 16B6821 es 
LC1D18U7 3PST-NO 18A 3109342 210.33 PIM_83672 
LC1D25B7 3PST-NO 25A 3109347 187.96 
LC1D2567 3PSTNO 25 31¢9348__| 233.54 AUXILIARY CONTACTS FOR DPA SERIES SQUARE F:]h 
LC1D25M7 3PST-NO 25A 79C9596 209.45 CONTACTORS ; 
LC1D32G7 3PST-NO 32A 3109355 266.02 by Schneider Electric 
LC1D32B7 3PST-NO 32A 3109354 266.02 
@ LC1D65AB7 3PST-NO 65A 11R1518 431.94 
LC1D80G7 3PST-NO 80A 3109371 486.95 
LC1D80U7 3PST-NO 80A 3109372 486.95 
@ LC1D40AG7 SPST-NO, SPST-NC 40A 11R1498 292.44 7 
@ LC1D50AG7 SPST-NO, SPST-NC 50A 41R1510 330.00 
Price Each Price Each 
Mfa. Part N Descripti Stock N aa Mfg. Part No. Description Stock No. 1+ 
. Part No. escription ock No. -1- 
e ree Protective a Cover 98Y4451 6.50 —0008x6_ | 
= u . 9999DD01 1NC 65R1218 20.26 
FIM 2s6 9999DD11 TNC/INO 82R5574 45.03 
9999DD10 1NO 84R6009 = 
GV2 SERIES MANUAL MOTOR STARTERS Schneider 9999DD20 2NO 84R6292 41.39 
@ For Control of Motors With Full Load Current Up to 32A 2 
i @ Electric ean 
GV2 series manual motor starters comprise a manual . 


isolation switch, an overload relay, and an instantaneous 
magnetic trip mechanism in one compact device. Snap 
onto 35mm DIN rails. Rated voltage: 600. Rated thermal 
current is 25A. Interrupting current at 480V is 12kA. 
Shock resistance is 30g per IEC 600 68-2. Vibration 
resistance is 5g (5 to 150 Hz) per IEC 600 68. Available 
with spring terminal clamps-add “3” to end of type number. 
Conform to IEC standards. Dimensions: 1.77H x 1.73W 
x 3.42°D. UL listed, CSA certified, and CE compliant. 
Order auxiliary contact blocks and enclosures separately; 


RoHS _ [a 
Se roan DEFINITE PURPOSE CONTACTORS SQUARE D ™ 
aR ) G by Schneider Electric 


<REF=124271>. Go online or call. arte 
Power Current Price Each 
Mfg. Part No. Phases Rating Rating Stock No. 1-5+ 
@ GV2ME06 Three thp 1.6A 18M2076 268.99 
@ GV2ME07 Three 1.5hp 2.5A 18M2077 280.76 eee ens BOWWAG ? . 
© 2-, 3-, and 4-pole versions max for easy wiring 

@ GV2ME08 Three Shp 4A fSM2078 283.04 ® Quick-connect terminals and binder head screws 

© GV2ME10 Three shp 8.38 18M2079 209.06 Definite purpose contactors are ideal for heating, air conditioning, refrigeration, data processing and food 
@ GV2ME14 Three 7.5hp 10A 31€9302 278.27 service equipment. Includes box lugs on 40A contactors and larger. Coils may also be changed quickly without 
@ GV2ME16 Three 10hp 14A 48M2080 315.15 a tool. Mfg. part no. 9999D snap-on auxiliary contact modules for 8910DPA series fasten on to either side of 

contactors; ordered separately on this page. Other versions available; go online or call. 
@ GV2ME20 Three 15hp 18A 3109304 315.15 TREE 
en a a | rice Eac! 
@ GV2ME21 Three 20hp 23A 18M2081 308.97 ee 
|. : 5 + 
® GV2ME32 Three 30hp 232A 718M2083 IBIS smart Part No. Contacts Contact Current Stock No. 1 
eee 8910DPA13V02 3PST-NO 20A 50F4281 = 
8910DPA23V09 3PST-NO 25A 50F4289 88.23 
8910DPA23V02 3PST-NO 25A 50F4290 83.40 
> CONTINUED > 


958 — Go online or call for non-compliant or ROHS Compliant products. See page 2 


RELAYS, SOLENOIDS & CONTACTORS 


CONTACTORS/MOTOR STARTERS/AC DRIVES 


DEFINITE PURPOSE CONTACTORS (CONT.) KILOVAC 500A CONTACTORS (CONT.) 
Price Each © Optional auxiliary contact for easy monitoring of @ Designed and built in accordance to AIAG QS9000 
Mfg. Part N c c c kN — power contact position © Contacts: SPST-NO-DM 
g. Part No. ontacts ‘ontact Current Stock No. Ms ® Versatile coil/power connections 
Panel Intrinsically safe, operates in explosive/harsh environments with no oxidation or contamination of coils or contact, 
8910DPA33V09 3PST-NO 30A 50F4298 125.30 including lond periods or non-operation. Series LEV100 100A contactors also available; go online or call. 
8910DPA33V14 3PST-NO 30A 50F4297 110.66 Price Each 
8910DPA33V02 3PST-NO 30A 50F4299 138.68 Mfg. Part No. Contacts Contact Current Stock No. 1-4+ 
8910DPA43V02 3PST-NO 40A 50F4308 136.24 Flange 
8910DPA43V14 3PST-NO 40A 50F4306 136.24 @ LEV200A4ANA SPST-NO 500A 45M6266 111.55 
8910DPA43V09 3PST-NO 40A 50F4307 129.76 @ LEV200A4NAF SPST-NO 500A 45M6267 115.46 
8910DPA53V14 3PST-NO 50A 50F4315 256.53 @ LEV200A5NAF SPST-NO 500A 45M6269 121.34 
8910DPAS3V09 3PST-NO 50A 50F4316 290.39 @ LEV200A6NAA SPST-NO 500A 45M6270 131.05 
8910DPAS3V02 3PST-NO 50A 50F4317 276.20 @ LEV200A5ANA SPST-NO 500A 45M6268 111.55 
8910DPA63V02 3PST-NO 60A 50F4323 292.43 Panel 
8910DPA63V09 3PST-NO 60A 50F4322 331.05 @ LEV200AKANA SPST-NO 500A 57P6467 76.78 
8910DPA73V02 3PST-NO 75A 50F4329 = PIM_94467 
8910DPA93V02 3PST-NO 90A 50F4335 397.68 
P; 3PST-NO 90A 50F4334 
SoTeP eNOS 500.91 ___ HIGH-VOLTAGE CONTACTOR 
8910DPA14V02 4PST-NO 20A 50F4284 94.75 == TE 
8910DPA24V02 4PST-NO 25A 50F4293 103.19 ee ecm 
8910DPA34V02 4PST-NO 30A 50F4302 146.09 
AUTHORIZED DISTRIBUTOR 
8910DPA44V02 4PST-NO 40A 50F4311 169.74 
8910DPA12V02 DPST-NO 20A 50F4278 64.07 
8910DP12V02 DPST-NO 20A 50F4268 50.90 
8910DP12V14 DPST-NO 20A 50F4267 0.01 
8910DPA22V02 DPST-NO 25A 50F4287 = 
8910DP32V02 DPST-NO 30A 50F4275 81.55 
8910DPA32V02 DPST-NO 30A 50F4296 104.66 c st esters Aesaier 
© Energy Storage/Battery Storage © Alternative Energy 
8910DP32V14 DPST-NO 30A pUEa273 82.93 © Power Distribution @ Military and Commercial Electric Vehicles 
8910DPA42V09 DPST-NO 40A 50F4304 131.93 © Power Motion Control © Test Equipment 
8910DPA42V02 DPST-NO 40A 50F4305 114.71 @ High-Voltage DC Converter Systems 
8910DP42V14 DPST-NO 40A 1709487 82.72 Price Each 
8910DPA92V02 DPST-NO 90A 50F4332 358.10 Mfg. Part No. Contacts Stock No. 1-44 
PIM_2305 Panel 
KCS01X012EACA SPST-NO 06AC2676 462.74 
@ KCS01X024EACA SPST-NO 06AC2677 435.60 
MOTOR REVE RSING CONTACTORS @ KCS03X024EAAA SPST-NO 06AC2678 435.60 
© AC or DC operation 
© One set of 3PST - NO contacts per coil CAP120ASANG SPST-NO 01AC7355 1175.00 
© Dual coils - mechanically interlocked K1KO6X024EAFA SPST-NO 06AC2679 771.97 
@ Double make power contacts 
@ Up to 3 horsepower at 600VAC PIM_5735731 
@ Up to 4 auxiliary contacts - 5A each 
The A275 series relay is a 2-coil, compact motor reversing 
contactor. Rated 1.5HP, 240VAC (Phase 1); 3HP, 240VAC. a : Me sabe ar Nine == 
(Phases 2 & 3); 3HP, 480/600VAC. Dimensions: 2.98L x ig enormance i a sompact, =TE 


Lightweight Contactor Designed for Harsh 
Environments 


Energy Storage/Battery Storage 


2.73W x 3.62"H. UL recognized File No. E13224, CSA 
certified. 240VAC model and 7.5Hp 575 series also available; 
go online or call . 


s connectivity 


C 


© Power Distribution 
Price Each © Power Motion Control 
EsCeeciy © High-Voltage DC Converter Systems 
Mfg. Part No. Contacts Stock No. 1-4+ © Alternative Energy 
Panel, 120 V © Military and Commercial Electric Vehicles 
A275KXX-120VAC 3PST-NO 60F3178 101.55 ° Test Equipment 
Hermetically sealed and designed for harsh 
A275KXX90-120VAC 3PST-NO 89F1872 152.60 environments and loads, KILOVAC EV202 high- 
A275KXX91-120VAC 3PST-NO 60F3063 123.57 voltage contactors from TE Connectivity (TE) offers exceptional performance in an extremely small and 
Panel, 240 V lightweight device. 

- EV202 contactors provide reliable and long-lasting performance in military and commercial electric ground 
A275SKXX-240VAC 3PST-NO 60F3179 157.47 vehicles, energy storage systems, and power distribution and motion control applications. 
A275KXX91-240VAC 3PST-NO 98F4088 179.67 Price Each 

Panel, 24V Mfg. Part No. Contacts Stock No. 1-4+ 

A275KXX-24VAC 3PST-NO 60F3177 113.81 Panel 
A2TSKXX91-24VAC SPST-NO sO S062 169.11 @ EV202AVAND DPST-NO 06AC2673 580.86 
A275KXX90-24VAC 3PST-NO 70B5424 190.32 @ EV202MSAND DPST-NO 06AC2674 639.02 
A275KXX-24VDC SPST-NO 99F4798 132.31 @ EV202MSBFD DPST-NO (06AC2675 704.68 

PIM_3976 EV202ASAND DPST-NO 540514 580.86 

—— eS | oe = oe PIM_5735730 

KILOVAC 500A CONTACTORS 


or 
=T7E miEeyAG SEALED POWER CONTACTORS 
= @ Designed to be the smallest, lightest weight, lowest cost sealed contactor in the 
— AurHoRizeD bisretuTOR industry with its current rating (500+A carry, 2000A interrupt at 320VDC) 
™s RoHS ® Built-in coil economizer - only 1.7W hold power @ 12VDC and it limits back EMF to 


N oe Compliant OV. Models requirin external economizer also tt ee 
Available available ies 


© Optional auxiliary contact for easy monitoring of Compl 
power contact position 
ff @ Hermetically sealed - intrinsically safe, operates 
in explosive/harsh environments with no 
oxidation or contamination of coils or contacts, 
including long periods of non-operation 


eT Side Mount i i i 
Bottom Mount ® Versatile coil/power connections 


> CONTINUED > > CONTINUED > 
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CONTACTORS/MOTOR STARTERS/AC DRIVES 


KILOVAC SEALED POWER CONTACTORS (CONT.) P&B 30A-40A DC DEFINITE PURPOSE CONTACTORS (CONT.) 
Price Each Price Each 
Mfg. Part No. Contacts Contact Current Stock No. 1-4+ Mfg. Part No. Contacts Contact Current Stock No. 1-4+ 
Flange Flange 
@ EV200A1ANA SPST-NO 500A 83H2817 155.99 @ P40042D12C1-24 3PST-NO 40A 2159571 = 
@ EV200A2ANA SPST-NO 500A 64K2689 162.09 @ P40P42A12P1-24 3PST-NO 40A 17M1732 230.83 
Panel P30P47D12P 1-24 4PST-NO 30A 93F1054 214.29 
EV200BAANA SPST-NC is 14R4626 434.41 @ P30P47A12P1-120 4PST-NO 30A 17M1730 232.13 
@ EV200AAANA SPST-NO 500A 09J3878 179.59 PIM. 2402 
@ EV200HAANA SPST-NO 500A 09J3879 206.90 z 
EV200ADANA SPST-NO 500A 27K6680 212.95 
@ EV200P4ANA SPST-NO, SPST-NC 500A 74R9226 401.01 KILOVAC LEV100 SERIES CONTACTORS 
PIM_80117 connectivity 
AUTHORIZED DISTRIBUTOR 
RELAYS CONTACTORS 


RoHS 
Compliant 
Available 


ys 


connectivity 


AUTHORIZED DISTRIBUTOR 


Bottom Mount Side Mount 
Key Features Specifications 
@ Hermetically sealed — intrinsically safe @ Voltage rating main contacts switching (max): 
© Operates in explosive/harsh environments without 900 VDC 
oxidation or contamination of contacts, including @ 1 form X SPST-NO-DM contacts rated 100A 
long periods of non-operation continous 
© 8kV isolation between open contacts permits use  @ Compact epoxy-sealed resin enclosure 
K1000A1F03 for high voltage isolation and carry Applications 
K200A3C © 12, 24 and 48 Vdc coils © Power/motor control circuit isolation 
Price Each ® Designed and built in accordance to AIAG QS9000 = Circuit protection and safety in industrial machinery 
Mfg. Part No. Contacts Contact Current Stock No. 1-44 Price Each 
Flange Mfg. Part No. Contacts Contact Current Stock No. 1-4+ 
KD400A7C SPST-NO, SPST-NC ite 812682 18684.59 Panel 
Panel, 6-32 UNC-2A Stud @ LEV100H5CNG SPST-NO 100A 06AC2680 140.95 
D-25BD 3PDT u 73P4862 cz Panel, Bottom Mount 
D7AC SPST-NO, SPST-NC 7 812681 6216.95 @ LEVI00A4ANG SPST-NO 100A 456262 113.57 
Panel, D-Sub @ LEV100A5ANG SPST-NO 100A 45M6264 111.55 
K200A3C SPST-NO 125A 2571519 4862.17 @ LEV200H5ANA SPST-NO 500A 46P4241 156.79 
Panel, D-Sub, 200A @ LEV200A5NAA SPST-NO 500A 50M9238 115.46 
K4001A3C SPST-NO " 68X4972 7897.13 @ LEV200H4ANA SPST-NO 500A 4172129 184.83 
Panel, D-Sub, 4001A Panel, Side Mount 
K4001B5C2 SPST-NO 7 81Y2684 7 @ LEV100A4ANH SPST-NO 100A 45M6263 125.87 
Panel, Flying Lead @ LEV100A5ANH SPST-NO 100A 45M6265 128.23 
K200A1C SPST-NO 1200A 81Y2683 4673.05 @ LEV200ASANF SPST-NO 500A 55M6578 112.72 
Panel, K1000A1F03 @ LEV200A4ANF SPST-NO 500A 4172128 135.68 
K1000A1F03 SPST-NO vee 08X2519 7868.90 PIM_168163 
Panel, Wire Connector, 400A 
K400A1F SPST-NO aif 50M2582 4383.79 AC POWER CONTACTORS sexs 
Panel, Wire Connector, 500A 154 Series sen 
K500A7C01 SPST-NO a 812685 ae @ 1/4” Double QC 3PNO Terminals 
Interchangeable Mounting 
PIM_5575938 


e 
@ Low Coil Wattage 

© Double-Break Controls 
@ Low Temperature Rise 


P&B 30A-40A DC DEFINITE PURPOSE CONTACTORS 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


® Price Each 
AL @ Mfg. Part No. Contacts Contact Current Stock No. 1-9+ 
Panel, 120 V 
90-171 3PST-NO 40A 60F2661 64.59 
Panel, 240 V 
4-Pole 3-Pole 90-172 | 3PST-NO 40A 60F2663 44.99 
P30 series switch motor loads to 30A, 600VAC, and resistive loads to 40A, 600VAC; P40 series switch to 40A, Panel, 24V 
600VAC and resistive loads to 50A, 600VAC. Main contact terminals arranged for straight thru wiring. 10-32 : 
binding head screw for use with solid wire or wires terminated with ring or spade terminals. Universal mount 90-170 SPST-NO 40A 60F2659 73.59 
plate. Mfg. part no. P40C42A12D1-120 has SPDT auxiliary snap switch with 10A, 120-250VAC, silver contacts PIM_3999 
and 0.187" quick connect terminals. Dimensions: 3.600L x 3.800W x 3.420"H (AC coil); 2.550L x 3.250W x 
3.975"H (DC coil). 
Price Each 
Mfg. Part No. Contacts Contact Current Stock No. 1-4+ 
DIN Rail C S i 
@ P40P48D12P1-12 DPST 40A 08H3413 237.39 ustom Rocker witches 
Flange Designed with your choice of: color, text, logo, icon 
@ P30P42A12P1-120 3PST-NO 30A 17M1729 235.37 
SPPRO AIA arsine = LN ieee Call 800.463.9275 or email: customswitches@newark.com 
@ P40P42A12P1-120 3PST-NO 40A 17M1731 235.20 
@ P40P42D12P1-24 3PST-NO 40A 17M1733 173.39 PIM_5624868 
> CONTINUED > 


960 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


RELAYS, SOLENOIDS & CONTACTORS 
CONTACTORS/MOTOR STARTERS/AC DRIVES 


500 AMP SEALED DC POWER CONTACTORS White y sow — LEDEX PULL TUBULAR SOLENOIDS € JOHNSON 
586 Seri figs 
e Contnuou duty, coil oe ~~ ~~ | ELECTRIC 
© 200A cont., 600A inrush Comblant Com 
@ Sil I tact vail Compliant 
— ‘ge Sars , pee 
© Suited for high vibration applications e ga » p . 

a — STAPULL O5*Dia. x20" 


SIZE 102 1” Dia. x 1.125" 
SIZE 155 1.5” Dia. x 1.5" 


686 Series © 6, 12 & 24 VDC continuous duty coils ® Coils rated for 130° C 
—_—__ |__| | TpreSieschi @ Simple DC On/Off operation ® Coil resistance: +/-5% tolerance 
pot © 10” leadwires 
Mfg. Part No. Contacts Contact Current Stock No. 1-9+ ccc 
Flange Coil Coil Holding Price Each 
© 586-911 SPDT 0A 35M1916 qeyaa Mfg. Part No. Resistance Voltage Force Stock No. 1-24+ 
© 586-902 SPST.NO 200A 35M1913 = @ 152099-227 5.330hm 6VDC 4.9lbf 58P0312 22.12 
NOH @ 152097-226 17.530hm 12VDC 9.7\bf 58P0310 25.89 
ae ill cl alll lone @ 152099-230 22.810hI 12VDC 4.9lbf 58P0313 
- .81ohm i 
586-901 SPST-NO 200A 1383801 __| 136.34 gui 
@ 151092-232 30.450hm 12VDC 0.89lbf 58P0308 —_ 
eae © 152099-233 93.190hm 24VDC 4.SIbf 58P0314 24.85 
@ 152097-230 110.740hm 35.7VDC 9.7\bf 58P0311 26.40 
100-AMP HEAVY-DUTY DC POWER CONTACTORS White ons By 449959 
120 series durable, water-resistant, continuous-duty contactors are ideal for Rodgers. aaa 
high-temperature and high-vibration conditions. Isolated coil. RoHS 
Circuits: SPNO. Rated 100A full load, 400A inrush. Contacts: Gee eimpiat STANDARD PULL DC TUBULAR SOLENOIDS fe JOHNSON 
silver-alloy. Dimensions in inches. Copper contacts also varane 
available; go online or call. \ ELECTRIC 
\\ 
= 2 
Price Each BARRE 
Mfg. Part No. Contacts Contact Current Stock No. 1-94 Coil Coil Heres ae 
Flange Mfg. Part No. Resistance Voltage Stock No. the 
120-912 SPST.NO B0A 50F3673 17.32 174432-021 2.340hm 12VDC 18AC1551 es 
© 120-901 SPST-NO 100A 50F3662 EE MaNetes eoeein ee epyenss Soe 
© 120-904 SPST-NO 100A 50F3665 aaa 195206-225 4.890hm 12VDC 53M5746 21.99 
© 120.913 SPST.NO 700A 3107926 = 195204-227 5.270hm 12VDC 20M1811 22.23 
eins2 | SPSTNO | 100A |  5OF3663 | 40.99 195201-234 13.10hm 12VDC 20M1803 18.48 
ei0507 SPST. a00K PEMOITE ror B28-254-B-4 28.7ohm 12VDC 58R3910 11.39 
© 120-905 SPST.NO 100A 17P5846 TE 174432-027 36.90hm 12VDC 33R2027 58.10 
120-908 SPST-NO 100A 69H8282 44.78 BEAD Zoses dls eal bcs tee 
120-910 SPST-NO 100A 3101726 45.25 —2e8eFB4 | 78.5ohm | A0VAC TO 
120-943 SPST.NO 100A 7109293 Rae 2006-F-34 82ohm 240VAC 12N1722 60.26 
Pui sass : 195201-240 1850hm 24VDC 18AC1552 38.16 
a PIM_5728325 
100-AMP HEAVY-DUTY DC POWER CONTACTOR i So ga 
CTORS Wiyter = fen" LEDEX TUBULAR SOLENOIDS I JOHNSON 
OGGErs. pss Features: ELECTRIC 
-_— RoHS | @ Ideally suited for medium stroke linear motion od 
, complet applications 5 RoHS _ 
‘ : © Continuous or intermittent duty \ complent 
. a © On/off operation 
@ Pull or push types available 
J dy © Operation life: 25million cycles for STA models 
G 4 = 
124-910 
aoe Coil Coil Holding Price Each 
e Dust-Resistant Cover ; © Silver Alloy Contacts Mfg. Part No. Resistance Voltage Force Stock No. 1-24+ 
© ea (or Mobi BE Equipment © 195206-224 2.690hm 5.2VDC 6.610 2omi819 | 34.39 
124 series feature 100A continuous; 400A inrush. Maximum continuous coil watts: 12 at rated voltage. - - - = 
Maximum pick-up: 75% rated coil voltage, with design ambient from -40°C to +65°C. Contact termination: @ 174432-024 9.3ohm 12.4VDC 14.5Ib} 20M1773 69.99 
5/16"-24 UNA-2A stud. Coil termination: #10-32 UNF-2A thread. 3-terminal versions have grounded coil; 4- and @ 195202-231 9.56ohm 6.2VDC 0.9lbf 20M1805 11.36 
6-terminal versions have isolated coil. Dimensions in inches. @ 174419-026 14.1ohm 13.8VDC 9b 201771 51.31 
Price Each @ 195207-228 19.2ohm 13.8VDC 6.491b 20M1823 37.53 
Mfg. Part No. Contacts Contact Current Stock No. 1-9+ @ 195206-228 19.20hm 13.8VDC 6.61lb 201820 29.97 
Flange @ 195205-230 20.7ohm 12VDC 2.85iIb 20M1816 30.47 
@1124-810 SEDI 100A ozntae 87.75 © 195204-230 20.7ohm 12VDC 28815 201812 | 20.35 
@ 124-911 SFI. ude eeMoIz8 129.20 © 195203-234 37.4tohm 12.2VDC 0.71ib 20M1809 | 32.56 
© 124-902 SESENG imgA ee 48.41 © 195202-234 37 Atohm 42.2VDC O.SIbF 2om1806 | 2291 
@ 124-903 SPST-NO 100A 35M0122 104.04 @ 195200-237 45.7ohm 12.2VDC a 20M1802 26.60 
© 124-906 Seo ENO 100A Sees 88.45 © 195201-237 45.Tohm 42.2VDC a 20m1804 | 22.57 
— 124007 | SPSTNO | 100A | ORF1139_ | 69.36“ 1744419-029 55.1ohm 27VDC ob 20m1772| 64.09 
PIM_3957 @ 195207-231 77.40hm 28VDC 6.49lbf 201824 29.90 
@ 195206-231 77.40hm 28VDC. 6.61 lbf 20M1821 27.84 
@ 195205-233 83.50hm 24VDC 2.85lbf 20M1818 33.94 
© 195204-233 83.50hm 24VDC 2.88Ibf 20M1814 27.41 
@ 195203-237 149.930hm 23.8VDC 0.71 bf 20M1810 29.40 
@ 195202-237 149.930hm 23.8VDC 0.9lbf 20M1807 18.83 


PIM_90050 
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SWITCHES & SENSORS 
SWITCHES — PUSHBUTTON 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


COMPACT PUSHBUTTON SWITCHES AR LID ED BLANKING PLUG (CONT.) 
PA aD LID Price Each 
Mfg. Part No. Description Stock No. 1-99+ 
MA1-8130 ABB Modular Range Pilot Devices 625759 6.80 
PIM_5755520 
REMOVAL TOOL AR ID al) 
CP1-10G-11 CP1-10B-10 PARED 
The modular range is our most versatile range of operators with high level of flexibility and market leading 
electrical ratings. The perfect solution for almost every application. 
Switch Contact Price Each 
Mfg. Part No. Operation Voltage AC Stock No. 1-9+ 
DPST-NO, 1.5 A, Screw 
CP1-10B-20 Momentary Spring Return 127V 14AC1020 22.54 
CP1-10G-20 Momentary Spring Return 127V 14AC1023 = 
Screw 
KPR3-100B Momentary Spring Return 14AC1033 17.87 site: Par N Bean pene ee 
i F i + 
KPR3-101L Momentary Spring Return 62Y1923 12.37 MAI = am os on — 5 
KPR3-104B Momentary Spring Return 62Y1926 24.27 - ening 1.18 
SPST-NG, 1.5,A, Screw EINES (Ste 
CP1-10R-01 Momentary Spring Return 127V 14AC1025 17.17 
CP1-30R-01 Momentary Spring Return 127V 14AC1032 20.92 IA SERIES LOW PROFILE PUSHBUTTON SWITCHES AP E M 
SPST-NO. 1.5 A, Screw © Resistant to frost, sand and hydrocarbons 
2 - © Front panel sealed to IP67 standards RoHS 
CP1-10B-10 Momentary Spring Return 127V 14AC1018 18.31 Tactile feedback Gee timoiat 
CP1-10G-10 Momentary Spring Return 127V 14AC1021 13.27 © Current/voltage rating: 2A 24VDC Available 
CP1-10L-10 Momentary Spring Return 127V 14AC1024 16.64 © Contacts: silver 
- @ Electrical life: 1 million cycles 
CP1-10R-10 Momentary Spring Return 127V 14AC1026 sea © Operating temperature: -20°C to +65°C 
CP1-10Y-10 Momentary Spring Return 127V 14AC1028 14.21 IA series pushbutton switches are recommended for 
CP1-30G-10 Momentary Spring Return 427V 414AC1031 26.18 applications requiring protection from dust, sand, water and other 
SPST-NO. SPST-NC.15A,S contaminants. Potential applications include off road vehicles, 
chad aN SCTE W farm equipment, machine tools, food processing equipment and 
CP1-10B-11 Momentary Spring Return 127V 14AC1019 22.10 medical instrumentation. 
CP1-10G-11 Momentary Spring Return 127V 14AC1022 21.88 Switch Price Each 
CP1-10R-11 Momentary Spring Return 127V 14AC1027 22.54 Mfg. Part No. Contacts Operation Stock No. 1-9+ 
CP1-10Y-11 Momentary Spring Return 127V 14AC1029 20.00 Black 
PIM_5720285 @ IAR3F1200 SPST-NO 33K4568 23.79 
Green 
PUSHBUTTON PILOT DEVICE A OD ap @ IAR3F1300 SPST-NO | 34K0594 23.79 
Benefits: Orange 
® Robust design FPAEDID circra SPSTNO | 34K0598 20.52 
@ Fast mounting Red 
@ Built in LED as an option e 
© Reduced stock keeping @ IAR3F1600 SPST-NO 34K0597 23.79 
© Low built-in depth Round, Yellow 
The exciting new family of Compact pilot devices is @ IAR3F 1500 SPST-NO Momentary Spring Return 34K0596 21.86 
establishing new standards of performance. No matter 
what your application, the new range will improve your PIM_84898 


product and streamline your cost. 


The all-in-one design makes everything easier; the entire functionality is condensed into one unit. You never 


need to match items together and each item has a single ordering number. 


Switch Price Each 
Mfg. Part No. Contacts Operation Stock No. 1-9+ 
Round 
CP110G-20 DPST-NO Momentary Spring Return 61Y0377 ea 
PIM_5542788 


ILLUMINATED PUSHBUTTON SWITCH 


Ak ED ED 
PAIDED 


300 SERIES MINIATURE PUSHBUTTON SWITCHES 


301ZQE 


RoHS — 
Compliant 
Available 


C4 


301SZQEJ81-22 


SPST momentary action. Contact rating: 3A @ 120VDC or 1.5A @ 250VAC. Operating temperature: -30°C to 
+85°C. Black nylon actuator. Nickel plated brass bushing. Coin silver contacts. Silver plated brass terminals. 
Dimensions for 301, 303 and 305 series: 0.370 diameter x 0.429" long. Dimensions for 302 and 304 series: 
0.370 diameter x 0.319" long. 
Switch Contact Contact Price Each 

Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-9+ 
SPST, 3 A, Solder 
@ 301ZQE (On) 250V 28V 72C4066 zs 
SPST-NO, 3 A, Solder 
@ 302ZQE On-(On) 250V 28V 95C2715 4.34 
PIM_72941 


1200 SERIES MOMENTARY PUSHBUTTON 


SWITCHES 


APEM 


Illumination Switch Price Each 
Mfg. Part No. Color Operation Stock No. 1-9+ 
SPST-NO, 1.5 A, Screw 
CP1-11G-10 Green Momentary Spring Return 14AC1030 34.00 
PIM_5754226 
BLANKING PLUG AR ED ED 
> CONTINUED > 
962 


RoHS _ 

Compliant 

Available 
WG 


> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


1200 SERIES MOMENTARY PUSHBUTTON SWITCHES (CONT.) 


SWITCHES & SENSORS 
SWITCHES — PUSHBUTTON STANDARD 


9000 SERIES MINIATURE MOMENTARY PUSHBUTTON SWITCHES (CONT.) 


@ Momentary Action Contact: SPST @ Mounting Hardward Included Epoxy terminal seal. Supplied with 2 hex nuts .314” (8mm) across flats and 1 lockwasher. 
© Contact Rating: 4A @ 250VAC or 8A @ 125VAC. © Carrying Case: Black Polyamide : PricolEach 
or 4A @ 24VDC © Dimensons: 0.551W x 0.6691L x 0.834’D | Switch Contact ees 
© Actuator Color: Black Polyamide © X209 Type is UL Recognized, CSA Certified, VDE Mfg. Part No. Operation Voltage DC Stock No. 38 
© Silver Contacts and Terminals Approved DPST-1NO, SPST-NC, 1 A, Solder 
Switch Contact Contact Price Each @ 9635AB On-(On) 30V 96C7698 11.72 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-9+ SPST-NC, 1A, Through Hole 
SPST-NC, 8 A, Quick Connect @ 9432CDB On-(On) 30V 96C7653 8.09 
@ 1212A2 On-(On) 250V 24V 96C6176 7.42 SPST-NO, 1 A, Solder 
SPST-NC, 8 A, Screw @ 9633NAB | On-(On) 30V 96C7697 5.25 
@ 1222A2 On-(On) 250V 24V 96C6179 11.17 SPST-NO, 1 A, Through Hole 
@ 1202A2 On-(On) 250V 24V 96C6174 11.37 @ 9433CDB On-(On) 30V 96C7660 751 
SPST-NO, 4 A, Quick Connect, Solder PIM_72944 
@ 1213A2ULCSA (On) 250V 24V 8902441 11.43 
colon LTA. K50 SERIES 50MM ILLUMINATED TOUCH BUTTON 2 
@ 1233A2X209UL On-(On) 250V 24V 9606180 11.73 EZ-LIGHT® Touch BANNER 
SPST-NO, 8 A, Screw @ Rugged, and easy-to-install touch button with multicolor light more sensors, more solutions 
@ 1223A2ULCSA (On) 250V 24V 86C8133 2.75 e miele ciated activated and bea between activat- 
ed and not activated on successive touches 
@ 1203A2UL On-(On) 250V 24Vv 9606175 aa @ Waterproof IP69K construction for washdown environments 
PIM_72940 @ Ergonomically designed to eliminate hand, wrist, and arm 


IP SERIES PUSHBUTTON SWITCHES FOR HARSH 
ENVIRONMENTS 


RoHS — 
Compliant 
Available 


Fig. 4 Fig. 2 Fig. 3 
@ Single-Pole N.O. Momentary Action with Double © Totally Sealed Compact Construction 
Break @ Ergonomically Sculptured Bezels 
Contact rating: 500mA @ 48VAC, 200mA @ 50VDC or 200mA @ 250VDC. Dielectric strength: 1500Vrms min. 
Operating temperature: -40°C to +125°C. Contacts: gold-plated silver. Actuator colors available include: blue, 
black, green, yellow, red and orange; go online or call. Meets IEE enclosure IP67 classification. 
Switch Contact Contact Price Each 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-9+ 

SPST-NO, 400 mA, Solder, Black 

@ ISR3SAD200 On 125V 50V 73C8901 15.47 
SPST-NO, 500 mA, Solder, Black, Round, curved 

@ IPR3SAD2 Off-(On) 250V 50V 19C7988 24.30 
SPST-NO, 500 mA, Solder, Black, Round, Flying leads 

@ IPR3FAD2 On-(On) 250V 50V 04M6171 33.09 
SPST-NO, 500 mA, Solder, Black, Square 

@ IPC3SAD2 On-(On) 250V 50V 1907982 24.30 
SPST-NO, 500 mA, Solder, Green 

@ IPC3SAD3 On-(On) 250V 50V 19C7983 16.52 
SPST-NO, 500 mA, Solder, Red, Round, Solder lugs 

@ IPR3SAD6 On-(On) 250V 50V 197989 20.75 
SPST-NO, 500 mA, Solder, Red, Square 

@ IPC3SAD6 On-(On) 250V 50V 19C7985 22.33 
SPST-NO, 500 mA, Wire Leaded, Green 

@ IPR3FAD3 On 250V 50V 72C7935 32.26 
SPST-NO, 500 mA, Wire Leaded, Red 

@ IPR3FAD6 On-(On) 250V 50V 78M7408 31.06 
SPST-NO, 500 mA, Wire Leaded, White 

@ IPR3FAD7/1 On 250V 50V 72C7340 26.15 
PIM_64377 

Illumination Switch Price Each 
Mfg. Part No. Color Operation Stock No. 1-9+ 

SPST-NO, 500 mA, Wire Leaded, Black 

@ IPR3FAD2LO0G Green On 07J1337 43.20 
@ IPR3FAD2L0S Red On 84C8865 41.30 


PIM_5556944 


9000 SERIES MINIATURE MOMENTARY 
PUSHBUTTON SWITCHES 


RoHS _ 
Compliant 
Available 


Fig. 1 Fig. 2 Fig. 4 


Contact ratings: Gold-plated brass - 100mA @ 30VDC; Silver - 0.3A @ 250VAC, 0.6A @ 125VAC or 1A @ 
30VDC. Operating temperature range: -30°C to +65°C. Diallyl phthalate case. Nickel-plated brass bushing. 


> CONTINUED > 
1.800.463.9275 © newark.com 


stresses associated with repeated switch operation; require 
no physical force to operate 

© Can be actuated with bare hands or in gloves 

@ 12\V to 30V operation 


Price Each 
Stock No. 1+ 


Switch 
Operation 


Illumination 
Mfg. Part No. Color 


SPST-NO, 150 mA, Screw 
K50ALBTRGHQ 
PIM_5719716 


Green, Red Latching 65W9146 170.13 


K50 SERIES 50MM ILLUMINATED TOUCH 
BUTTONS 


@ Ergonomic design requires no physical pressure to operate, preventing 
stress on hands and wrists 

@ Simple operation with the touch of a finger, hand or whole 
palm 

@ Easily actuated with bare hands or work gloves 

© Rugged, fully encapsulated IP69K construction for 
high-pressure wash-down environments 

®@ Ideal for pick-to-light and call button applications in a 
variety of industries 

@ Smart electric field sensing on second generation models 
provides excellent immunity to false triggering from water 
spray, detergents and other foreign materials 

@ Second generation models feature superior electrical noise 
immunity 


BANNER: 


more sensors, more solutions 


Price Each 
Stock No. 1+ 


Switch 
Operation 


Illumination 
Mfg. Part No. Color 


SPST-NO 
K50ALBTGRHQ Red 
K50APT2GRYF2Q Red 

PIM_5718391 


78X7083 = 
16AC3620 


Momentary Spring Return 


Carling Technologies” 
Innovative Designs. Powerful Solutions, 
WG 
Soke . 
Compliant 
Available 


110 SERIES PUSHBUTTON SWITCHES 


® Quick-make, quick-break contact mechanism @ SPST On-Off action 


@ Rated 6A/125VAC, 3A/250VAC @ Metal cap 
Switch Contact Price Each 
Mfg. Part No. Operation Voltage AC Stock No. 1-4+ 
SPST, 3 A, Screw 
@ 110-SP On 250V 76K1099 12.96 
SPST, 6 A, Wire Leaded 
@ 111-16-P Off-On 250V 76K1100 10.01 
PIM_5124 


elementiu 963 


SWITCHES & SENSORS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SWITCHES — PUSHBUTTON STANDARD 


170 SERIES PUSHBUTTON SWITCHES ~¥ Carling Technologies” 
High-amp, AC pushbutton switches are suitable for shallow back Innovative Designs, Powerful Solutions, 


panel applications. Mounting hole: 0.500” (12.70). Silver . 
WG 


slow-make, slow-break contacts and rated 15A/125VAC. 
Screw terminals, metal cap. UL recognized, CSA certified. 
Sapiens 
Compliant 
Available 


Switch Contact Price Each 
Mfg. Part No. Operation Voltage AC Stock No. 1-4+ 
SPST, 10 A, Screw 
@ 170 On 250V 73K1395 10.36 
SPST, 15 A, Screw 
@ 172 (On) 250V 73K4049 18.54 
PIM_5123 


P26 SERIES PUSHBUTTON SWITCHES 

Features 

© SPST contacts 

© Slow make, slow break contacts 

Specifications 

© Operating temperature: 32°F to 85°F ( 0°C to 
+85°C) 

© On = Maintained action; ( ) = Momentary action 

Rated 3A/250VAC, 6A/125VAC, 3/4A/125V. Mounting hole: 

0.500” (12.70). Bushing: 0.468” (11.89) length and diameter. 

Round metal cap. UL recognized, CSA certified. ( ) = 

momentary. 


Carling Technologies” 
Innovative Designs. Powerful Solutions. 
WG 
Spire ; 
Compliant 
Available 


Switch Contact Price Each 

Mfg. Part No. Operation Voltage AC Stock No. 1-4+ 
SPST, 6 A, Solder 
@ P26A-1D-RND-MTL Off-(On) 250V 76K1055 8.20 
@ P26L-1D-RND MTL On-(Off) 250V 12R2928 9.10 
SPST, 6 A, Wire Leaded 
@ P26F-1D-RND MTL Off-(On) 250V 26C0188 11.94 
PIM_5122 
513 SERIES PUSHBUTTON SWITCH BASES D l e| | l all 

pe JIANG 


RoHS 
Compliant 
Available 


Choice of rear-panel mount or snap-in mount. Hardware included. UL listed, file no. E51665. Complete lighted 
pushbutton switch requires that you order pushbutton cap sold separately; go online or call. T-1-3/4 midget 
flange base incandescent lamp; go online or call. 


Switch Price Each 
Mfg. Part No. Operation Stock No. 1-9+ 
SPDT, 3 A, Through Hole 
513-0301-604 | (On) 60F1002 99.84 
SPDT, 5 A, Through Hole 
513-1501-604 On 57F3701 173.38 
SPST, 3 A, Through Hole 
513-0101-604 (On) 60F1000 TaD 
PIM_5083 
ILLUMINATED PUSHBUTTON SWITCHES & 
LP2 SERIES (> EeSWITCH’ 
Features: 4 


@ Multiple illumination colors 

@ Custom marking options 

@ Multiple cap sizes 
Applications: 

Audio/visual 

Consumer electronics 
Telecommunications 

Medical 
Testing/instrumentation 
Computer/servers/peripherals 


RoHS 
Compliant 
Available 


> CONTINUED > 
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ILLUMINATED PUSHBUTTON SWITCHES LP2 SERIES (CONT.) 


Button Button Color LED Color Graphic 
S1 = 6mm Sq. BLK = Black RED = Red N= No Graphic 
$2 = 8.6mm Sq. RED = Red BLU = Blue 
$3 = 11mm Sq. WHT = White GRN = Green 
GRY = Gray YEL = Yellow 
TR = Transparent WHT = White 
Red N = Without 
TB = Transparent 
Blue 
Illumination Price Each 
Mfg. Part No. Color Stock No. 1+ 
SPST-NO, 5 mA, Through Hole 
@ LP2S3BLKN-N re 73R4346 1.42 
@ LP2S1WHTBLU-N Blue 73R4341 2.64 
@ LP2S3WHTBLU-N Blue 73R4347 as 
@ LP2S2WHTRED-N Red 73R4345 1.85 
@ LP2S3WHTRED-N Red 73R4348 1.85 


PIM_176397 


STAINLESS-STEEL ILLUMINATED PUSHBUTTON 


eaOn 


SWITCHES 
RoHS 
Osan 
Available 
Operating-/Indication part: @ Lens illumination: IIluminative 
@ Lens optics: Opaque @ Lens colour: Stainless steel 
© Lens material: Stainless steel @ IP Rating: IP 67 
® Lens profile: Flat 
Switch Contact Price Each 
Mfg. Part No. Operation Voltage AC Stock No. 1-24+ 
SPDT, 5 A, Quick Connect, Solder, 16mm, Green, Dot Illumination 
@ 82-4151.1234 Momentary Spring Return 250V 41Y2750 23.98 
@ 82-4151.2234 Push-Pu 250V 412754 23.98 
SPDT, 5 A, Quick Connect, Solder, 16mm, Green, Ring Illumination 
@ 82-4151.1134 Momentary Spring Return 250V 38X7144 19.06 
@ 82-4151.2134 Push-Pu 250V 38X7155 23.98 
SPDT, 5A, Quick Connect, Solder, 16mm, Red, Dot Illumination 
@ 82-4151.1214 Momentary Spring Return 250V A1Y2748 19.73 
@ 82-4151.2214 Push-Pu 250V 45Y0371 20.40 
SPDT, 5 A, Quick Connect, Solder, 16mm, Red, Ring Illumination 
@ 82-4151.1114 Momentary Spring Return 250V 38X7140 23.98 
@ 82-4151.2114 Push-Pu 250V 38X7151 23.98 
SPDT, 5 A, Quick Connect, Solder, 19mm, Green, Dot Illumination 
@ 82-5151.1234 Momentary Spring Return 250V 38X7172 22.04 
@ 82-5151.2234 Push-Pu 250V 41Y2760 95.55 
SPDT, 5 A, Quick Connect, Solder, 19mm, Green, Ring Illumination 
@ 82-5151.1134 Momentary Spring Return 250V 38X7165 25.17 
@ 82-5151.2134 Push-Pu 250V 38X7180 20.29 
SPDT, 5 A, Quick Connect, Solder, 19mm, Red, Dot Illumination 
@ 82-5151.1214 Momentary Spring Return 250V 38X7170 22.04 
@ 82-5151.2214 Push-Pu 250V 45Y0378 21.37 
SPDT, 5 A, Quick Connect, Solder, 19mm, Red, Ring Illumination 
@ 82-5151.2114 Maintained 250V 38X7176 25.17 
@ 82-5151.1114 Momentary Spring Return 250V 38X7162 25.17 
SPDT, 5 A, Quick Connect, Solder, 22mm, Green, Dot Illumination 
@ 82-6151.1234 Momentary Spring Return 250V 41Y2762 27.95 
@ 82-6151.2234 Push-Pu 250V 41Y2766 23.78 
SPDT, 5 A, Quick Connect, Solder, 22mm, Green, Ring Illumination 
@ 82-6151.1134 Momentary Spring Return 250V 38X7192 27.95 
@ 82-6151.2134 Push-Pu 250V 38X7203 27.95 
SPDT, 5 A, Quick Connect, Solder, 22mm, Red, Dot Illumination 
@ 82-6151.1214 Momentary Spring Return 250V 45Y0384 23.78 
@ 82-6151.2214 Push-Pu 250V 45Y0388 21.59 
SPDT, 5 A, Quick Connect, Solder, 22mm, Red, Ring Illumination 
@ 82-6151.1114 Momentary Spring Return 250V 38X7187 27.95 
@ 82-6151.2114 Push-Pu 250V 38X7199 = 


PIM_5528758 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


SWITCHES & SENSORS 
SWITCHES — PUSHBUTTON STANDARD 


Series 84 22.5mm Pushbuttons and Indicators 45 SERIES PUSHBUTTON SWITCHES (CONT.) 
e a e] a Switch | Price Each 


Mfg. Part No. Contacts Operation Stock No. 1-24+ 


ce 
4 YY Round 
L @ 45-1131.2110.000.101 SPST-NO On-O 98Y4479 13.98 
OK a 
4) 


p . Tools @ 45-1131.2160.000.101 SPST-NO On-O 98y4484 22.96 


@ 45-1131.2120.000.101 SPST-NO On-O' 98Y4481 24.10 
@ 45-1131.2150.000.101 SPST-NO On-O' 98Y4483 24.57 
Complete Switch Complete Switch w/Wind Alumi I Wind RoHS 
me ane pe ed ope Gee sinpiat @ 45-1131.2190.000.101 SPST-NO On-O' 98Y4485 6.29 
vailable 
Features: © =100m0 resistance in a new state @ 45-1131.1110.000.101 SPST-NO On-O' 984471 5.51 
© Attractive, low-profile, momentary switching units © Mechanical life: = 1 million operations @ 45-1131.1120.000.101 SPST-NO On-O} 98Y4473 30.92 
give fresh, modern appearance © Operating temperature: -13°F to +158°F/-25°C 
@ Low back-of-panel depth solution - 23mm to to +70°C @ 45-1131.1140.000.104 SPST-NO On-O' 9874475 12.24 
31mm © Front dimension (bezel): 25mm @ 45-1131.1150.000.101 SPST-NO On-O 98Y4476 32.15 
e ba bd saat bee et pe ° Aue ua Leer te @ 45-1131.1160.000.101 SPST-NO On-O' 98Y4477 28.72 
longevity of much larger, heavy-duty pushbuttons  @ Oil and watertight - meet the standar 
® Other lens colors and styles offered Use 4-step component process to create your © 45-1131.1190.000.101 SPST-NO On-O 98Y4478 26.33 
@ “Halo” style lens illuminate outer edges of lens “Halo” pushbutton switch or indicator: @ 45-1131.3110.000.101 SPST-NO On-O} 98Y4486 5.51 
providing high visibility of status indication @ STEP 1: Choose housing @ 45-1131.3120.000.101 SPST-NO On-O 98Y4488 21.28 
Specifications: © STEP 2: Choose switching/indicator unit = 
pein at 42VAC/DC © STEP 3: Choose lens g @ 45-1131.3140.000.101 SPST-NO On-O 98Y4490 5.84 
© Circuitry: NO @ STEP 4: Choose tools (optional) @ 45-1131.3150.000.101 SPST-NO On-O' 98Y4491 33.51 
er rowertating: 2vvimax © 45-1131.3160.000.101 SPST-NO On-0! 9874492 27.90 
Switch Contact Contact Price Each @ 45-1131.3190.000.101 SPST-NO On-O 984493 27.88 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-24+ PIM.5728120 
SPST-NO, 100 mA, Quick Connect = 
@ 84-8511.9620 On-Off oi us 02J7403 34.21 
© 84-8511.6620 On-Off AV DAV 33M8053 WAGs i ee PUSHBUTTON SWITCHES AND e& e) Oo | 
@ 84-8510.0020 On-Off 42v 42v 76K1163 16.24 : 
11 series models feature 8mm round hole rear RoHS | 
SPST-NO, 20 mA, Cable mounting and extended lens has 180° viewing outa 
@ 84-8515.8640 i 42V 42v 08N8004 37.22 angle. Uses T-1 incandescent lamp or LED. Includes 
= front and rear mounting nut. 11 series models have 
For Use Price Each solder terminals and snap-action gold over silver 
Mfg. Part No. Description With Stock No.| 1-1-24+ contacts for low-level to 5A/250VAC momentary or 
@ 61-9730.0 Flush Mount Lens Remover |EAO 61 Series Pushbutton] 97F7715 8.05 continuous operation. 
Switches 
@ 84-7111.200 Lens Plastic EAO 84 Series Pushbutton} 52F474 3.29 
Switches 
@ 84-7111.400 Lens Plastic EAO 84 Series Pushbutton) 52F476 A477 11 Series 
Switches i 
: ; Switch Contact Contact Price Each 
@ 84-7111.500 Lens Plastic EAO 84 Shel Pushbutton | 52F477 ATT Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 4-44 
SPDT, 5A, Screw 
@ 84-7111.600 Lens Plastic EAO 84 Series Pushbutton} 52F478 i —— 
Switches ae @ 41-121.025 (On) | 250V 250V 95F7151 60.74 
@ 84-7111.700 Lens Plastic EAO 84 Series Pushbutton} 91B1779 477 For Use Price Each 
—__ wilenies Mfg. Part No. With Stock No. 14-244 
@ 84-7111.501 | Lens Plastic with Ring Symbol} EAO 84 a. Pushbutton | 08N7996 8.18 @ 11-9312 EAO 11 Series Pushbutton Switches 95F7149 411 
@ 84-7111.601 | Lens Plastic with Ring Symbol] EAO 84 Series Pushbutton] 08N7997 8.17 PIM_5134 
Switches 
@ 84-7111.701 | Lens Plastic with Ring Symbol} EAO 84 a. Pushbutton | 08N7998 10.40 SERIES 31 16MM PUSHBUTTONS AND INDICATORS e a re) | 
@ 84-997 Mounting Tool EAO 84 Series Pushbutton} 93B9431 6.74 xs 
Switches . 
@ 84-7201.200 Round Lens EAO 84 Series Pushbutton] 1201579 9.25 & A 
Switches y 4 7 
@ 84-7201.500 Round Lens EAO 84 Series Pushbutton] 52F505 9.79 Illumination 
Switches RoHS 
@ 84-1101.0 Round Switch Actuator |EAO 84 Series Pushbutton] 52F472 12.59 Lenses Geeiinpia 
Switches "Complete” Switch Wwallable 
- - Rectangular Switch Al 
© 84-1201.7 Round Switch Acar” [EAO 84 Sees “Pushbuton| S2F47S | 21.98 estas: « 5At 250VAC (Snap-action @ 
ehies © Mount in 16mm round hole © 0.1A at 42VACIDC (Low level) 
PIM_116600 @ Uses a T-1-3/4 midget “groove” illumination in © Minimum Depth: 1.14” 
either incandescent, or LED style Use 4-Step Component Process to Assemble 
@ |P40 rated Complete Switch: 
® Solder or Q.C. terminals e : Choose pushbutton or indicator 
45 SERIES PUSHBUTTON SWITCHES Solder or Q.C. terminal STEP 1: Chi hb indi 
© Front replaceable lens and illumination @ STEP 2: Choose lens 
@ Blue and white LEDs available; go online or call @ STEP 3: Choose optional illumination 
Specification: © STEP 4: Choose optional accessories and tools 
Switch Price Each 
Mfg. Part No. Operation Stock No. 1-4+ 
DPDT, 2 A, Solder 
@ 31-152.025 (On) 30B4130 47.59 
DPDT, 5A, Solder 
@ 31-132.025 (On) 30B4122 50.03 
Switch Price Each @ 31-122.025 (On) 50F8258 55.49 
Mfg. Part No. Contacts Operation Stock No. 1-244 @ 31-272.025 On 30B4151 52.99 
Round @ 31-262.025 On 50F8260 59.59 
@ 45-1131.2110.000.102 SPST-NC On-Off 98Y4480 6.29 @ 31-282.025 On-On 30B4160 58.86 
© 45-1131.2120.000.102 SPST-NC On-Off 984482 24.10 DPST-1NO, SPST-NC, 5A, Solder 
@ 45-1131.1110.000.102 SPST-NC On-Off 98Y4472 5.51 @ 31-433.036 (On) 66F9680 39.82 
@ 45-1131.1120.000.102 SPST-NC On-Off 98Y4474 37.30 DPST-NO, 100 mA, Solder 
@ 45-1131.3110.000.102 SPST-NC On-Off 98Y4487 5.84 © 31-421.036 (On) 98F8313 38.30 
© 45-1131.3120.000.102 SPST-NC On-Off 98Y4489 27.90 DPST-NO, 5A, Solder 
© 45-1131.11K0.000.101 SPST-NO On-Off 984470 21.08 @ 31-451.036 (On) 30B4171 37.35 
> CONTINUED > > CONTINUED > 
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SWITCHES & SENSORS @ Indicates RoHS Compliant 4] Find Datasheets Online 
SWITCHES — PUSHBUTTON STANDARD 


SERIES 31 16MM PUSHBUTTONS AND INDICATORS (CONT.) Series 51 16mm Pushbuttons and Indicators e a Oo i 
Switch Price Each 
Mfg. Part No. Operation Stock No. 1-4+ ny . AZ ay ty 
SPDT, 5 A, Quick Connect nf of "tipy, A 
@ 31-151.022 (On) 92B8191 34.16 Step 1: Choose Actuator or (4 y & 
@ 31-131.022 (On) 92B8819 38.12 Indicator Step 3: Illumination 
@ 31-281.022 On 30B4158 34.09 Step 2: Lenses 
© 31-261.022 On 925782 37.28 ae Gee tinaian 
SPOTS Soke Features: 24VDC, 0.1A at 220VDC 
© 31-151.025 (On) 52F1835 37.74 © Switches and indicators available in round, square, @ Mounting in a 16mm diameter (NEMA) 
@ 31-131.025 (On) 88F4824 37.74 or rectangular shape ; ; cut-out ; 
© 31-121022 (On) 92F5783 37.35 ° panel panels of approximately 1/4” thick (max : aC. CE eee 
@ 31-281.025 On 30B4159 35.46 @ |lluminated by a T-1 3/4” midget groove incandes-  @ On = Maintained; (On) = Momentary 
@ 31-261.025 On 50F8259 41.64 cent bulb or high intensity “daylight readable” LED — Use 4-Step Component Process to Assemble 
 wasnnn,COSdYSCCOROOMOC~C“C~“C Ct BQR|B7!~<~*«‘CC‘(Ci aR ® Illuminated selector switches offered within this Complete Switch: 
ae On-(Off pOneze ute series e STEP 1: Choose pushbutton or indicator 
Price Each @ Blue and white LEDs available; go online or call @ STEP 2: Choose lens 
Mig:/Part'No. Newark Description StockiNo’ MISTS eee to IP65 standards e orp ee ee socks nto 
Yes10-1310.1319 Incandescent Lamp, Midget Groove, 14 V 01M9804 2.85 @ Snap action switch ratings: 5A at 250VAC, 2A at 
Yes10-1307.1369 Incandescent Lamp, BaQs, 6.3 V 1002740 2.85 Switch Price Each 
Yes31-931.4 Lens plastic, yellow, round @ 15.8 mm 1200340 2.56 Mfg. Part No. Operation Stock No. [4-244 
Yes31-901.4 Lens plastic, yellow, rectangular 15.3 x 21.5 mm 16C7429 1.68 DPST-1NO, SPST-NC, 100 mA, Solder 
Yes31-931.6 Lens plastic, blue, round @ 15.8 mm 1701555 3.76 © 51-423.036 (On) 30B4557 35.46 
seastavan [Teta Roma oot ——— oem 251008 on a 
‘es61-9740. amp Removal Too! é 
Yes01-040.005 Pushbutton Switch, Rectangular 30B3616 11.64 DPST-NO,DPSTNG,5A,Solder 0 
Yes31-030.005 Indicator actuator, round @ 18 mm, Soldering terminal 30B4105 10.70 wotrloe 025 (On) ZICBIEA pUe0 
Yes31-931.5 Lens plastic, green, round @ 15.8 mm 3101875 | @51-122.025 (On) ae 10305 
Yes01-901.2 Lens, Rectangular, Red 5083010 | 4.15 @51-282.025 on Sena Goze 
Yes31-951.6 Lens plastic, blue, square 15.3 x 15.3 mm 50B3049 |__2.54 @ 51-262.025 On 66F9702 22.78 
Yes31-953.2 7 50B3050 3.66 SPDT-1NO, SPDT-NC, 5A, Quick Connect 
Yes31-901.2 Lens plastic, red, rectangular 15.3 x 21.5 mm 50B9690 3.76 @ 51-151.022 (On) 30B4343 36.62 
Yes31-040.005 Indicator actuator, solder, rectangular 18 x 24 mm 50F8263 | 12.29 @ 51-121.022 (On) 90B0160 36.79 
Yes02-905 Standard Lens Removal Tool for 02 series pushbutton switch | 50F8269 9.52 @ 51-261.022 On 30B4419 38.07 
Yes02-906 Lamp Removal Tool 50F8270 2.38 SPDT-1NO, SPDT-NC, 5 A, Solder 
Yes01-907 Mounting Wrench for 01 series pushbutton switch 50F8271 8.10 @ 51-121.025 (On) 66F9706 36.17 
Yes01-927 Protective Guard for 31 series pushbutton switch 50F8273 9.78 @ 51-151.025 (On) 88F2245 36.17 
Yes31-925 Switch Guard for 31 series pushbutton switch 50F8274 TAB @ 51-271.025 On 30B4428 36.45 
Yes31-931.2 Lens plastic, red, round @ 15.8 mm 66F9696 3.66 @ 51-281.025 On 30B4439 29.70 
Yes31-903.2 a 66F9697 3.76 @ 51-261.025 On 66F9701 31.89 
Yes31-951.5 Lens plastic, green, square 15.3 x 15.3 mm 66F9726 3.76 SPST-NC, SPST-NO, 5A, Solder 
Yes31-940 PCB Plug-in BAse for 31 series pushbutton switch 66F9730 8.05 @ 51-131.025 (On) 30B4280 36.17 
Yes31-989.311B 2 66F9754 6.70 SPST-NO, 100 mA, Solder 
Yes31.903.2 Lens plastic, red, rectangular 18X24mm 6805057 = 5142503. 2° © ~(on 7) 6ero705 ~*~ 
Yes31.903.5 Lens plastic, green, rectangular 18x24 mm 6805060 — © 51-465.036 On 3084596 25 32 
Yes10-1313.1249 Incandescent Lamp, Midget Groove, 28 V 76K1089 16.89 
Yes10-2312.1064 LED bulb, Midget Groove, yellow, T-1 3/4 MG, 24 V 76K1094 | 13.44 Mfg. Part No. Newark Description Stock No.| _1-1-24+ 
Yes10-2312.1065 LED bulb, Midget Groove, green, T-1 3/4, 24 V 76K1095 12.23 Yes51-933.4 Lens plastic, raised design, yellow, round @ 15.8 mm 0106557 2.89 
Yes10-2J13.1062 LED Bulb, Midget Groove, Red, 28 V 80K6966 14.62 Yes51-933.7 Lens plastic, raised design, colourless, round 9 15.8 mm 01C8113 4.29 
Yes10-206.3142 LED Bulb, Midget Groove, Red, 6 V 82K8958 | 14.33 Yes10-1307.1360| __iincandescent Lamp, BaQs,6.3V__— AUG 2740; EE2I3oEe 
Yes10-2J06.3144 LED Bulb, Midget Groove, Yellow, 6 V 82K8959 13.33 Yes51-953.2 Lens plastic, raised design, red, square 15.3 x 15.3 mm 2701247 4.99 
Yes10-2J06.3145 LED Bulb, Midget Groove, Green, 6 V 82K8960 | 13.38 Meso 1-0740,0 LED/Lamp Removal Tool ZR || 2 
Yes10-2J06.3146 LED Bulb, Midget Groove, Blue, 6 V 82K8961 | 19.32 Yes31-929 Insulation sleeve 30B4193 | 0.58 
Yes10-206.3149 LED Bulb, Midget Groove, White, 6 V 82K8962 | 19.32 Yes31-946 Flat receptacle 30B4196 | 0.72 
Yes10-2J09.1062 LED Bulb, Midget Groove, Red, 12 V 82K8963 13.38 Yes51-030.005 Indicator actuator, raised, round @ 18 mm 30B4242 15.27 
Yes10-2J09.1064 LED Bulb, Midget Groove, Yellow, 12 V 82K8964 13.38 Yes51-040.005 Indicator actuator, raised, solder, rectangular 18 x 24 mm 30B4245 10.93 
Yes10-2J09.1065 LED Bulb, Midget Groove, Green, 12V 82K8965 13.38 Yes51-050.005 Indicator actuator, raised, solder, square 18x18mm 30B4249 9.01 
Yes10-2J09.1066 LED Bulb, Midget Groove, Blue, 12 V 82K8966 19.32 Yes51-903.3 Lense plastic, extd profile, orange, rectangular 15.3x21.5mm_ | 50B3065 4.29 
Yes10-2J09.1069 LED Bulb, Midget Groove, White, 12 V 82K8967 16.53 Yes02-905 Standard Lens Removal Tool for 02 series pushbutton switch | 50F8269 9.52 
Yes10-2J13.1065 LED Bulb, Midget Groove, Green, 28 V 82K8969 14.33 Yes01-907 Mounting Wrench for 01 series pushbutton switch 50F8271 8.10 
“Yes10-2J13.1066| LED Bulb, Midget Groove, Blue, 28V —~«(:82K8970| 1466 Yes51-903.7 Lens plastic, raised, colourless, rectangular 15.3x21.5mm 66F9699 4.19 
Yes31-901.5 Lens plastic, translucent, green, rectangular 15.3 x 21.5mm_ | 90B0024 3.76 Yes51-903.2 Lens plastic, raised design, flat, red, rectangular 15.3x21.5mm | 66F9713 4.29 
Yes31-953.5 7 90B4584 2.20 Yes51-903.4 Lens plastic, raised design, yellow, rectangular 15.3x21.5mm_ | 66F9714 4.29 
Yes31-901.6 Lens plastic, translucent, blue, flat, rectabgular 15.3 x 21.5 mm | 90B8745 3.76 Yes51-903.5 Lens plastic, raised design, green, flat, rectangular 15.3x21.5mm | 66F9715 4.29 
“Yes31-951.4 | Lens plastic, yellow, translucent, flat, square 15.3x 15.3mm | 91B9614| 263 _ Yes51-903.6 Lense plastic, raised, blue, rectangular 18x24mm 66F9716 2.79 
Yes31-951.2 Lens plastic, red, translucent, flat, square 15.3 x 15.3 mm 91B9741 2.84 Yes10-2312.1062 LED bulb, Midget Groove, red, T-1 3/4, 24 V 76K1093 | _14.99 
Yes31-904.5 Lens plastic, green, transparent, rectangular 15.3 x 21.5mm_ | 99F8307 3.76 Yes10-2312.1064 LED bulb, Midget Groove, yellow, T-1 3/4 MG, 24 V 76K1094 | 13.44 
Yes31-904.3 Lens plastic, orange, concave, rectangular 18 x 24 mm 99F8420 3.81 Yes10-2312.1065 LED bulb, Midget Groove, green, T-1 3/4, 24 V 76K1095 |_ 12.23 
PIM 5094 Yes10-2J13.1062 LED Bulb, Midget Groove, Red, 28 V 80K6966 | 14.62 
Yes10-2J06.3142 LED Bulb, Midget Groove, Red, 6 V 82K8958 | 14.33 
Yes10-2J06.3144 LED Bulb, Midget Groove, Yellow, 6 V 82K8959 13.33 
Yes10-2J06.3145 LED Bulb, Midget Groove, Green, 6 V 82K8960 13.38 
Yes10-2J06.3146 LED Bulb, Midget Groove, Blue, 6 V 82K8961 | 19.32 
Yes10-2J06.3149 LED Bulb, Midget Groove, White, 6 V 82K8962 | 19.32 
Yes10-2J09.1062 LED Bulb, Midget Groove, Red, 12 V 82K8963 | 13.38 
Yes10-2J09.1064 LED Bulb, Midget Groove, Yellow, 12 V 82K8964 13.38 
Yes10-2J09.1065 LED Bulb, Midget Groove, Green, 12V 82K8965 13.38 
Yes10-2J09.1066 LED Bulb, Midget Groove, Blue, 12 V 82K8966 | 19.32 
> CONTINUED > 


966 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


SWITCHES & SENSORS 
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Series 51 16mm Pushbuttons and Indicators (CONT.) 01 SERIES 16mm ILLUMINATED PUSHBUTTON SWITCHES AND 
Price Each INDICATORS (CONT.) 

Mfg. Part No. Newark Description Stock No. 1-1-24+ Price Each 
Yes10-2J09.1069 LED Bulb, Midget Groove, White, 12 V 82K8967 16.53 Mfg. Part No. Newark Description Stock No. 1-1-9+ 
Yes10-2J13.1065 LED Bulb, Midget Groove, Green, 28 V 82K8969 14.33 Yes10-2106.3149 LED Bulb, Telephone Slide, White, 6 V 79K3561 18.05 
Yes10-2J13.1066 LED Bulb, Midget Groove, Blue, 28 V 82K8970 14.66 Yes10-2109.1062 LED Bulb, Telephone Slide, Red, 12 V 79K3562 13.44 
Yes51-933.6 Lens plastic, raised, blue round @ 18 mm 86H7347 2.54 Yes10-2109.1064 LED Bulb, Telephone Slide, Yellow, 12 V 79K3563 12.38 
Yes51-953.7 Lens plastic, raised, colourless, square 18x18mm 90B0077 4.99 Yes01-030.005 Pushbutton Switch, Round 88F3924 11.58 
Yes51-933.2 Lens plastic, raised, orange, round @ 18 mm 90B7646 Bale Yes01-901.5 Lens, Rectangular, Green 90B0028 = 
Yes51-953.5 Lens plastic, raised, green, square 18x18mm 91B1809 4.88 Yes01-951.5 Lens, Square, Green 90B5364 —- 
Yes51-040.002 Indicator actuator, soldering, rectangular 18x24mm 91B7087 11.35 Yes01-931.5 Lens, Round, Green 91B0536 = 
Yes51-953.4 Lens plastic, raised, yellow, square 18x18mm 93B9386 3205 Yes01-951.2 Lens, Square, Red 91B2351 0.71 
Yes51-933.5 Lens plastic, raised, green, round @ 18 mm 94B4468 3.27 Yes01-951.4 Lens, Square, Yellow 91B2358 chu 
Yes51-030.002 Indicator actuator, soldering, round @ 18 mm 99F4070 13.35 Yes01-931.4 Lens, Round, Yellow 92B0719 2.64 

PIM_47174 Yes01-901.4 Lens, Rectangular, Yellow 96B8821 4.15 
Yes10-2112.1069 LED Bulb, Telephone Slide, White, 24 V 9708088 16.42 

01 SERIES 16mm ILLUMINATED PUSHBUTTON e a '@) i Gas 

SWITCHES AND INDICATORS 


oD, Series 61 16mm Pushbuttons and Indicators e a Oo B 
& : 2 
Round Switch LEDs If My 
Square Switch Gee einsiat é 3 4 
Rectangular Switch Available 
Use 4-Step Component Process to Assemble @ 42VAC/0.1A, 42VDC/0.1A Low \ 
Complete Switch: Level AW ) 


Illumination Tools 
Spire ; 
Compliant 
@ Front panel replaceable illumination and lens @ Minimum Depth: 1.34” Standard + Flush Mount Available 
@ Minimum behind panel depth @ Use T-5.5 slide base single chip high intensity LED Complete Switch 2 
e Extended lens w/ tapered bezel for illumination . Auge 299 _ AY 
4 ~ Best te : Features: © On = Maintained; (On) = 
@ Available in up to a 4-pole form Z contact @ (On) = Momentary action; On = Maintained action ; 5 r 
configuration @ STEP 1: Choose indicator or pushbutton ® High quality modular switch range Momentary C 
eB g d white LED: ilable: li fl © STEP 2:Ch \ p ® Standard and flush mount styles available Use 4-Step Component Process to 
. OSOVACISA Pa aT DACA one e STEP 3: hae ate LED illuminati @ |lluminated selector/rotary switches available Assemble Complete Switch: 
Snapsich 2 ere ° STEP 4 hopes a btoh Bumina adi : ® Keylock with 135 different key codes exists @ STEP 1A: Choose standard or flush mount 
Papen = UHOOSe Op uONal auressoree ene WS @ Blue and white LEDs available; go online or call actuator or indicator 
Switch Price Each Specifications: @ STEP 1B: Choose flush mount adapter (for flush 
Mfg. Part No. Operation Stock No. 4-4+ @ Max rating: 5A at 250VAC. mount actuator only) 
DPDT. 5A, Solder, Circul @ Raised mounting into 16mm cut out @ STEP 2: Choose lens 
19 Ay SOIGET, UITCUlar @ Flush mounting into 22.5mm, 21x21mm and @ STEP 3: Choose contact block separately; go 
@ 01-272.025 On 99F8434 51.30 21x27mm cut out online or call. 
DPDT, 5A, Solder, Rectangular ® Illumination using midget-grooved T-13/4 lamps or @ STEP 4: Choose illumination (optional) 
ae . single chip LEDs © STEP 5: Choose accessories and tools (optional) 
@ 01-122.025 (On) 30B3644 57.26 © Sealed to IP65 standards 
@ 01-262.025 On 30B3673 65.83 Sich Price Each 
DPDT, 5A, Solder, Square Mfg. Part No. Operation Stock No. 1-24+ 
@ 01-152.025 (On) 30B3663 53.20 DPST-NO, 5A 
@ 01-282.025 a B1G200S 56.43 © 61-1330.022X On-(On) 84F1505 32.45 
DPST-1NO, SPST-NC, 5 A, Solder, Circular ln | 
— el casa aie Mfg. Part N Newark Descripti Stock N ee 
012710025 On parss22 BI eat var 4 * Lens plastic. me aia fa 48x24mm TICE rep 
DPST-1NO, SPST-NC, 5A, Solder, Rectangular : Peso ter teen : 
eu0s  ,|. Oo >——maDoicce Scr Yes61-9311.4 ae 01H9038 3.23 
ELE n 42.05 Yes10-1310.1319 Incandescent Lamp, Midget Groove, 14 V 01M9804 2.85 
@ 01-261.025 lt eDBsor 44.63 Yes61-9321.5 Lens plastic, flat, green, square 18x18mm 02C6555 452 
DPST-1NO, SPST-NC, 5A, Solder, Square Yes61-9311.7 Lens plastic, flat, colourless, round DIA 1mm 02/7257 | 3.39 
@ 01-151.025 (On) 3083661 41.90 Yes61-9331.3 Lens plastic, flat, orange, rectangular 18x24mm 027267 3.17 
Price Each Yes61-9321.2 Lens plastic, flat, red, square 18x18mm 09C9732 3.38 
Mfg. Part No. Newark Description Stock No. 1-1-9+ Yes61-9642.6 Lens plastic, flat, blue, round DIA 25mm 1002527 7.59 
Yes10-2112.1066 LED Bulb, Telephone Slide, Blue, 24 V 02J6845 14.47 Yes61-9933.0 Front bezel-set flush mounting, alu.-anodized, DIA25mm | 1002530 14.42 
Yes10-2109.1069 LED Bulb, Telephone Slide, White, 12 V 1131699 14.55 Yes10-1307.1369 Incandescent Lamp, BaQs, 6.3 V 1002740 2.85 
Yes01-951.6 Lens, Square, Blue 1706557 2.64 Yes61-0030.02 Indicator complete, soldering/plug-in, rectang.18x24mm 14C3963 9.87 
Yes01-040.005 Pushbutton Switch, Rectangular 30B3616 11.64 Yes61-9642.5 Lens plastic, flat, green, round DIA 25mm 1407519 7.40 
Yes01-050.005 Pushbutton Switch, Square 30B3619 11.82 Yes61-0000.02 Indicator complete, soldering/plug-in, square 24x24mm 1909561 13.04 
Yes01-931.6 Lens, Round, Blue 3101874 2.92 Yes61-9331.5 Lens plastic, flat, green, rectangular 18x24mm 23C8001 4.52 
Yes10-1106.1369 Incandescent Lamp, Telephone Slide, 6V 4001788 3.69 Yes61-9331.6 Lens plastic, flat, blue, rectangular 18x24mm 23C8003 4.41 
Yes01-901.2 Lens, Rectangular, Red 50B3010 4.15 Yes61-9331.7 Lens plastic, flat, colourless, rectangular 18x24mm 23C8005 4.41 
Yes01-901.6 Lens, Rectangular, Transparent Blue 50B3012 2.92 Yes10-2J13.1064 LED Bulb, Midget Groove, Yellow, 28 V 27M9673 14.62 
Yes02-905 Standard Lens Removal Tool for 02 series pushbutton switch | 50F8269 9.52 Yes61-9331.2 Lens plastic, flat, red, rectangular 18x24mm 2902988 452 
Yes02-906 Lamp Removal Tool 50F8270 2.38 Yes61-9321.4 Lens plastic, flat, yellow, square 18x18mm 2905643 4.52 
Yes01-907 Mounting Wrench for 01 series pushbutton switch 50F8271 8.10 Yes61-9740.0 LED/Lamp Removal Tool 29H3481 3.24 
Yes01-927 Protective Guard for 31 series pushbutton switch 50F8273 9.78 Yes31-929 Insulation sleeve 30B4193 0.58 
Yes31-925 Switch Guard for 31 series pushbutton switch 50F8274 7.48 Yes31-946 Flat receptacle 30B4196 0.72 
Yes01-931.2 Lens, Round, Red 66F9717 4.15 Yes61-1110.0 Iluminated/pushbutton actuator, MOM, DIA 18mm 30B4691 15.46 
Yes31-940 PCB Plug-in BAse for 31 series pushbutton switch 66F9730 8.05 Yes61-1120.0 Illuminated/pushbutton actuator, MOM, square 18x18mm 30B4692 11.93 
Yes10-1109.1329 Incandescent Lamp, Telephone Slide, 12 V 76K1087 3.16 Yes61-1130.0 lluminated/pushbutton actuator, MOM, rectang.18x24mm | 30B4693 15.46 
Yes10-1112.1279 Incandescent Lamp, Telephone Slide, 24V 76K1088 2.60 Yes61-1210.0 Illuminated/pushbutton actuator, MAIN, DIA 18mm 30B4699 18.93 
Yes10-2112.1064 LED Bulb, Telephone Slide, Yellow, 24 V 76K1091 13.28 Yes61-1220.0 Illuminated/pushbutton actuator, MAIN, square 18x18mm | 30B4700 18.56 
Yes10-2112.1065 LED Bulb, Telephone Slide, Green, 24 V 76K1092 13.28 Yes61-1230.0 Illuminated/pushbutton actuator, MAIN, rectang.18x24mm | 30B4701 18.56 
Yes10-2112.1062 LED Bulb, Telephone Slide, Red, 24 V 78K6783 | 13.70 Yes61-9711.0 Dismantling tool for switching element 30B4862 | 10.41 
Yes10-2106.3142 LED Bulb, Telephone Slide, Red, 6 V 79K3557 13.22 Yes61-9930.0 Front bezel-set flush mounting, plastic, square 24x24mm 48F3716 4.92 
Yes10-2106.3144 LED Bulb, Telephone Slide, Yellow, 6 V 79K3558 12.38 Yes61-9681.4 ist 48F3718 4.40 
Yes10-2106.3145 LED Bulb, Telephone Slide, Green, 6 V 79K3559 12.38 Yes61-9671.2 Lens plastic, flush, flat, red, square 24x24mm 48F3719 4.28 
> CONTINUED > > CONTINUED > 
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SWITCHES — PUSHBUTTON STANDARD 


Series 61 16mm Pushbuttons and Indicators (CONT.) 22.5 MM MODULAR NON-ILLUMINATED PUSHBUTTONS—M22 (CONT.) 
Price Each Switch Price Each 
Mfg. Part No. Newark Description Stock No. | 1-1-24+ Mfg. Part No. Operation Stock No. 1-4+ 
Yes61-9671.5 Lens plastic, flush, flat, green, square 24x24mm 48F3720 3.29 SPST-NO, Screw 
Yes61-9642.2 Lens plastic, flush, flat, red, round DIA 25mm 48F3721 7.59 @ M22M-D-G-GB1-K10 Momentary Spring Return 67X3756 29.20 
Yes02-905 Standard Lens Removal Tool for 02 series pushbutton switch | 50F8269 9.52 @ M22M-D-G-K10 Momentary Spring Return 67X3757 33.85 
Yes01-907 Mounting Wrench for 01 series pushbutton switch 50F8271 8.10 @ M22M-D-G-X1-K10 Momentary Spring Return 67X3758 29.47 
Yes61-9311.5 Lens plastic, flat, green, round DIA 18mm 7005286 4.52 @ M22M-D-S-K10 Momentary Spring Return 67X3765 33.85 
Yes61-9311.3 Lens plastic, flat, orange, round DIA 18mm 7005291 BG) SPST-NO, SPST-NC, Screw 
Yes10-1313.1249 Incandescent Lamp, Midget Groove, 28 V 76K1089 16.89 @ M22M-DP-R-K11 Momentary Spring Return 67X3807 57.41 
Yes10-2312.1062 LED bulb, Midget Groove, red, T-1 3/4, 24 V 76K1093 14.99 @ M22M-DRP-R-K11 Momentary Spring Return 67X3826 04.37 
Yes10-2312.1064 LED bulb, Midget Groove, yellow, T-1 3/4 MG, 24 V 76K1094 | 13.44 
Yes10-2312.1065 LED bulb, Midget Groove, green, T-1 3/4, 24 V 76K1095 | 12.23 For Use | Price Each_ 
Yes10-2J13.1062 LED Bulb, Midget Groove, Red, 28 V 80K6966 | 14.62 Mfg. Part No. With StockNo.| 1+ 
Yes10-2J06.3142 LED Bulb, Midget Groove, Red, 6 V 82K8958 14.33 @ M22M-D-B Eaton M22 Series Non-i luminated Modular | 67X3753 18.47 
Yes10-2J06.3144 LED Bulb, Midget Groove, Yellow, 6 V 82K8959 | 13.33 = 1 ate 7 Switches a 
Yes10-2J06.3145 LED Bulb, Midget Groove, Green, 6 V 82K8960 | 13.38 een ain en a eniaee oe no 20.30 
ves reeigii6 LED Bulb Midget Groove Blues eV BaKBOEIN EZ © M22N-D-G-GB1 Eaion M22 Series Non-iluminated Modular | 67X3755 | 13.49 
Yes10-2J06.3149 LED Bulb, Midget Groove, White, 6 V 82K8962 19.32 Pushbutton Switches 
Yes10-2J09.1062 LED Bulb, Midget Groove, Red, 12 V 82K8963 | 13.38 @ M22M-D-R Eaton M22 Series Non-illuminated Modular) 67X3759 | 18.58 
Yes10-2J09.1064 LED Bulb, Midget Groove, Yellow, 12 V 82K8964 13.38 Pushbutton Switches 
Yes10-2J09.1065 LED Bulb, Midget Groove, Green, 12V 82K8965 13.38 @ M22M-D-S Eaton M22 Series Non-i luminated Modular) 67X3764 19.33 
Yes10-2J09.1066 LED Bulb, Midget Groove, Blue, 12 V 82K8966 | 19.32 Pushbutton Switches 
Yes10-2J09.1069 LED Bulb, Midget Groove, White, 12 V 82K8967 | 16.53 @ M22M-D-W Eaton M22 a Be sl Modular) 67X3766 | 13.44 
YestQ2s18:1089 FED Bulb, Midget Groove, Green, 28 V B2K0969 | 14133 @ M22N-D-X Eaton M22 Series Nonvilluminated Modular] 67x3767 | 16.55 
Yes10-2J13.1066 LED Bulb, Midget Groove, Blue, 28 V 82K8970 14.66 Pushbutton Switches 
Yes61-9681.2 Lens plastic, flush, flat, red, rectangular 24x30mm 95B8272 4.40 @ M22M-D-X-SRG Eaton M22 Series Non-illuminated Modular} 67X3768 | 23.29 
Yes61-9681.5 Lens plastic, flush, flat, green, rectangular 24x30mm 95B8273 4.40 Pushbutton Switches 
Yes61-1200.0 Illuminat./pushbut. actuator flush, MAIN, round DIA22.5mm | 96B1613 18.20 @ M22M-D-X-SWRGYB Eaton M22 > Series Non-illuminated Modular} 67X3769 20.71 
Yes61-1100.0 llluminat /pushbut, actuator flush, MOM, round DIA22.5mm | 97B2939 | 15.39 Pushbutton Switches 
Yes61-9730.0 Flush Mount Lens Remover 97F7715 8.05 @ M22M-D-Y Eaton M22 Series Non-i luminated Modular | 67X3770 19.51 
Yes61-9681.6 Lens plastic, flush, flat, blue, rectangular 24x30mm 97H5999 | 3.16 Pushbutton Switches 
See @ M22M-DH-B Eaton M22 Series Non-illuminated Modular) 67X3771 21.92 
PIM_S021 Pushbutton Switches 
a a @ M22M-DH-G Eaton M22 Series Non-illuminated Modular} 67X3772 | 20.06 
eee ee Gepeinian E [ oN @ M22M-DH-G-GB1 Eaton M22 a a um Modular | 67X3773 
a |-DH-G- aton eries lon-illuminated lodular 14.97 
PUSHBUTTONS—M22 Avaliable ~ : Pushbutton Switches 
Illumination Switch [Price Each =“ @ M22N-DH-R Eaton M22 Series Non-iluminated Modular | 67X3774 | 20.14 
Mfg. Part No. Color Operation Stock No. 1-4+ Pushbutton Switches 
SPST-NO, SPST-NC, Screw @ M22M-DH-S Eaton M22 Series Non-illuminated Modular} 67X3776 | 21.92 
@ M22M-DL-G-K11-G Green Momentary Spring Return | 67X3784__| 104.68 Pushbutton Switches 
@ M22M-DL-G-K11-230G Green Momentary Spring Return 67X3785 89.27 @ M22M-DH-W Eaton M22 cee Be uta fed §=Modular| 67X3777 21.92 
@ M22M-DL-R-K11-R Red Momentary Spring Return_| _67X3787 89.27 @ M22M-DH-X-SRG Eaton M22 Series Non-illuminated Modular} 67X3778 | 28.44 
@ M22M-DL-R-K11-230R Red Momentary Spring Return 67X3788 89.27 Pushbutton Switches 
@ M22M-DLH-R-K11-R Red Momentary Spring Return | 67X3799_| 109.73 @ M22M-DH-X-SWRGYB |Eaton M22 Series Non-illuminated Modular! 67X3779 | 26.21 
@ M22M-DLH-R-K11-230R Red Momentary Spring Return 67X3800 | 109.73 Pushbutton Switches 
@ M22M-DL-W-K11-230W White Momentary Spring Return 67X3791 89.27 @ M22M-DH-Y Eaton M22 Series Non-illuminated Modular) 67X3780 | 21.92 
Pushbutton Switches 
Price Each @ M22M-DP-G Eaton M22 Series Non-illuminated Modular] 67X3805 | 43.57 
Mfg. Part No. Newark Description Stock No. 1+ Pushbutton Switches 
YesM22M-DL-A Eaton M22 Series Illuminated Modular Pushbutton Switches | 67X3781 24.23 @ M22M-DP-R Eaton M22 Series Non- luminated Modular) 67X3806 | 43.57 
YesM22M-DL-B__ | Eaton M22 Series Illuminated Modular Pushbutton Switches | 67X3782 | 25.43 Pushbutton Switches 
YesM22M-DL-G _ | Eaton M22 Series Illuminated Modular Pushbutton Switches | 67X3783 | 96.10 @ M22M-DP-S Eaton M22 Paid ae luminated Modular | 67X3808 | 28.83 
YesM22M-DL-R Eaton M22 Series Illuminated Modular Pushbutton Switches | 67X3786 26.10 au _ a ones 
= : = @ M22M-DP-Y Eaton M22 Series Non-illuminated Modular) 67X3809 | 41.52 
YesM22M-DL-W Eaton M22 Series Illuminated Modular Pushbutton Switches | 67X3789 25.30 Pushbutton Switches 
YesM22M-DL-Y Eaton M22 Series Illuminated Modular Pushbutton Switches | 67X3792 | 25.43 @ M22M-DR-B Eaton M22 Series Non-illuminated Modular! 67X3810 | 25.77 
YesM22M-DLH-A | Eaton M22 Series Illuminated Modular Pushbutton Switches | 67X3793 27.41 Pushbutton Switches 
YesM22M-DLH-B_ | Eaton M22 Series Illuminated Modular Pushbutton Switches | 67X3794 27.41 @ M22M-DR-G Eaton M22 Series Non-illuminated Modular} 67X3811 24.71 
YesM22M-DLH-G_ | Eaton M22 Series Illuminated Modular Pushbutton Switches | 67X3795 | 27.41 Pushbutton Switches 
YesM22M-DLH-R_ | Eaton M22 Series Illuminated Modular Pushbutton Switches | 67X3798 | 28.80 @ M22M-DR-R Eaton M22 Series Non-illuminated Modular) 67X3812 | 25.77 
YesM22M-DLH-W | Eaton M22 Series Illuminated Modular Pushbutton Switches | 67X3801 26.32 —___ | __*Pshbution Switches _— 
YesWI22M-DLH-Y _| Eaton M22 Series illuminated Modular Pushbutton Switches | 67X3804 | 27.41 Seu Eaton M22 Series Nor-iluminated Modular (G(ASS135 Mizonag 
Pushbutton Switches 
PIM_5465854 @ M22M-DR-W Eaton M22 Series Non-illuminated Modular] 67X3814 25.77 
Ss sss Pushbutton Switches 
22.5 MM MODULAR NON-ILLUMINATED RoHS n @ M22M-DR-Y Eaton M22 > Series Non-illuminated Modular} 67X3815 25.77 
PUSHBUTTONS—M22 Seo ioote E:T-N Pushbutton Switches 
@ M22M-DRH-B Eaton M22 Series Non-illuminated Modular) 67X3816 28.18 
R Pushbutton Switches 
@ M22M-DRH-G Eaton M22 Series Non-illuminated Modular] 67X3817 | 28.18 
Pushbutton Switches 
@ M22M-DRH-R Eaton M22 Series Non-illuminated Modular) 67X3818 28.18 
Pushbutton Switches 
> @ M22M-DRH-S Eaton M22 > Series Non-illuminated Modular} 67X3819 i 
Switch | Price Each_ Pushbutton Switches 2616 
Big Parte: Operation StockiNo: i @ M22M-DRH-W Eaton M22 Series Non-llluminated Modular] 67X3820 | 28.18 
SPST-NC, Screw Pushbutton Switches 
@ M22M-D-R-GBO-K01 Momentary Spring Return 67X3760 29.20 @ M22M-DRH-X-SRG Eaton M22 Series Non-illuminated Modular} 67X3821 | 35.94 
@ M22M-D-R-K01 Momentary Spring Return 67X3761 33.70 Pushbutton Switches 
@ M22M-D-R-X0-KO01 Momentary Spring Return 67X3763 29.20 @ M22M-DRH-X-SWRGYB | Eaton M22 Series Non-illuminated Modular} 67X3822 | 29.98 
Pushbutton Switches 


> CONTINUED > > CONTINUED > 


968 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


SWITCHES & SENSORS 


SWITCHES — PUSHBUTTON STANDARD 


22.5 MM MODULAR NON-ILLUMINATED PUSHBUTTONS—M22 (CONT.) C22 SERIES COMPACT NON-ILLUMINATED AND ILLUMINATED 


For Use Price Each PUSHBUTTON SWITCHES (CONT.) 
Mig. Part No. With Stock No. ihe Switch Contact Contact Price Each 
@M22M-DRH-Y |Eaton M22 Series Non-illuminated Modular Pushbutton} 67X3823 | 28.18 Mfg. Part No. Operation Voltage AC | Voltage DC | Stock No. 1-4+ 
Switches SPST-NC, Screw 
@M22M-DRP-G |Eaton M22 Series aarti Modular Pushbutton | 67X3824 | 100.45 @ C22S-D-R-K01 (On)-None-(0} 230V D0V 4479819 18.65 
@M22M-DRP-R [Eaton M22 Series Non-iluminated Modular Pushbutton | 67X3825 | 100.45 SC2S DREN OrrNoned) ey 220V__ (ESTSeGb a Zoic 
Switches @ C228-DRH-S-K01 On-None-O} 230V 220V 4479869 | 20.68 
@M22M-DRP-S | Eaton M22 Series Non-illuminated Modular Pushbutton} 67X3827 | 96.37 SPST-NO, 1.5 A, Screw 
Switches @ C22-DL-B-K10-230 (On)-None-(O! 230V 220V 4479692 | 48.57 
@M22M-DRP-Y | Eaton M22 Series sacl ld Modular Pushbutton | 67X3828 96.85 @ C22-DL-G-K10-230 (On)-None-(0} 230V 220V 4479695 48.57 
@ M22M-WK Eaton M22 Series Non-illuminated Selector Switches | 67X3830 | 25.85 ; ~~ eee ae a — eee aoe 
@ M22M-WKV Eaton M22 Series Non-illuminated Selector Switches 67X3831 33.21 © CU DINAWKiI0-230 (Ony-None-(0 av SV ETaTOd ae 
@ M22M-WK3 Eaton M22 Series Non-illuminated Selector Switches 67X3834 | 45.10 SPST-NO. 2A, Screw 
@ M22M-WRK Eaton M22 Series Non-illuminated Selector Switches 67X3835 33.21 — 
@ M22M-WRK3 Eaton M22 Series Non-illuminated Selector Switches | 67X3838 | 33.21 : arene eG = — pee 7 
@ M22M-WRK3-1 Eaton M22 Series Non-illuminated Selector Switches 67X3841 26.73 © C22 DIH-GKi0-A20 (On)-None-(0' 10V S50 aah aaHg 
@ M22M-WRK3-2 Eaton M22 Series Non-illuminated Selector Switches 67X3842 26.73 Oo DIEWeKI0 190 (On}-None-(0 anv on aTaTOa =r i 
@ M22M-WRS-A1 Eaton M22 Series Key-operated Selector Switches 67X3843 | 122.82 weo7s DERI (Ony-None-(0 TV —_ ETSOaG saa 
@ M22M-WRS3 Eaton M22 Series Key-operated Selector Switches 67X3844 | 89.76 een OKA 0120 (On)-None-(0 O00 an maTaae aT 
@ M22M-WRS3-A1 Eaton M22 Series Key-operated Selector Switches 67X3845 84.67 = 
@ C228-DLH-G-K10-120 | (On)-None-(O 120V 220V 4479848 | 69.11 
uasicatie © C228-DL-W-K10-120 (On)-None-(0 120V 20v | 4479845 | 73.00 
@ C22-DL-B-K10-120 (On)-None-(On) 120V 220V 4479691 | 72.58 
C22 SERIES COMPACT NON-ILLUMINATED AND @ C22-DRL-B-K10-120 On-None-O' 120V 220V 4479722 | 78.75 
ILLUMINATED PUSHBUTTON SWITCHES © C22-DRL-G-K10-120 On-None-O 120V 20v | 4479724 | 82.02 
@ C22-DRLH-B-K10-120 On-None-O! 120V 220V 4479728 | 83.85 
@ C22-DRLH-G-K10-120 On-None-O 120V 220V 4479730 | 83.85 
@ C22-DRLH-W-K10-120 On-None-O 120V 220V 4479732 | 83.85 
@ C22-DRL-W-K10-120 On-None-O} 120V 220V 4479726 | 82.02 
@ C228-DRL-B-K10-120 On-None-0} 120V 220V 4419875 | 92.95 
: @ C228-DRL-G-K10-120 On-None-O} 120V 220V 4479877 | 982.95 
e Field convertible maintained pushbuttons from and UL NEMA® Type 4X/13 on Osa @ C22S-DRLH-B-K10-120 On-None-O' 420V 220V 4479883 80.86 
e ou ees from momen- ° Hie Lines hese IP67 ny @ €22S-DRLH-W-K10-120 On-None-O! 120V 220V 4479889 82.48 
tary to maintained operation and vice versa and IP69K, for the toughest @) C € @ C22S-DRL-W-K10-120 On-None-O 120V 220V 4479881 82.95 
@ LED offering only for all illuminated operators applications SPST-NO, 4A, Screw 
; rn baeeesiaee nae oS aes © C22-DL-B-K10-24 (On)-None-(O! 2aV 2aV 4479693 | 74.88 
aren See a: aE @ C22-DL-G-K10-24 (On)-None-(O} 24V 24V 4479696 = 
Mfg. Part No. Operation Voltage AC | VoltageDC | StockNo. | 1-4+ @ C22 DEE KI024 {On}None-(0 aa 26V 4479699 | 74.91 
5PST-NO, SPST-NC, 4A, Screw @ C22-DLH-G-K10-24 (On)-None-(O} 24V 24V 4479702 | 74.91 
© C22D-C-KN (On)-None-(0 20V DV aavoe71 | 4545 @ C22-DLH-W-K10-24 (On)-None-(O} 24V 24V 4419705 | 76.68 
DPST-NC, Screw @ 228-DL-B-K10-24 (On)-None-(O 24V 24V 4479840 | 71.71 
@ C22-DH-S-K02 (On)-None-(0} 230V 220V 4479686 | 30.02 @ 622S-DLH-B-K10-24 (On)-None-(0' 24av 24Vv 4479847 | 71.97 
@ C22-D-R-K02 (On)-None-(01 230V 220V 4479674 29.25 @ C22S-DLH-G-K10-24 (On)-None-(O} 24V 24V 4479849 69.11 
© C228-DH-S-K02 (On)-None-(0 230V zov | 4479834 | 28.68 @CASDIRKOI 24 | (OnbNone-(O all 2av BATS OST ao 
© C228-D-R-K02 (On)-None-( 230V 220v | 4479820 | 36.21 © C22S-DLH-W-K10-24 | (On)-None-(0 aN av 4479853 | 71.97 
@ C22-DRH-R-K02 On-None-O 230V 220V 4479715 | 31.34 @ C22-DRL-B-K10-24 On-None-O} 2AV 24V 4479723 | 82.42 
@ C22-DRH-S-K02 On-None-O} 230V 220V 4479717 | 31.34 @ €22-DRL-G-K10-24 On-None-O' 24V 24V 4479725 | 79.74 
© C228-DRH-R-K02 On-None-O 230V 20V marae? | 30.20 @ C22-DRLH-B-K10-24 On-None-O} 24V 24V 4479729 | 83.85 7 
DPST-NO, 4A, Screw @ C22-DRLH-G-K10-24 On-None-O 24V 24V 4479731 83.85 
© C22-D-G-K20 (On-None-(0 230V DV aat9672 | 43.76 @ C22-DRLH-W-K10-24 On-None-O} 24V 24V 4419733 | 80.50 
DPST-NO, Screw @ C228-DRL-B-K10-24 On-None-O 24V 24V 4479876 | 982.95 
@ C22-DH-G-K20 (On)-None-(O} 230V 220V 4479683 44.88 @ C22S-DRL-G-K10-24 On-None-O 24V 24V 4479878 82.95 
@ C22-DH-R-K02 (On)-None-(0 230V 220V 4479684 | 30.02 OC25 DRIN-B-K10-24 On-None-O) 2aV 24v 4479884 | 84.90 
© C22-D.W-K20 (On)-None-(0 230V 20V aav9680 | 43,76 @ C228-DRLH-G-K10-24 On-None-O} 24V 24V 4479886 | 80.86 
@ C22S-D-G-K20 (On)-None-(0} 230V 220V 4479818 45.31 @ C22S-DRLH-W-K10-24 On-None-O' 24V 24V 4479890 80.86 
@ C22S-DH-G-K20 (On)-None-(0} 230V 220V 4479831 42.84 @ C22S-DRL-W-K10-24 On-None-O 24V 24V 4479882 82.95 
@ C228-DH-W-K20 (On)-None-(0} 230V 220V 4479838 | 42.84 SPST-NO, Screw 
© C228-D-W-K20 (On)-None-(O 230V 220v | 4479825 | 42.99 @ C22-DH-G-K10 (On}-None-(O 230V 220v_ | 4479681 | 41.56 
© C228-D-X-K20 (On)-None-(O 230V 220v | 4aT9e28 | 41.14 See DHEW ARID (On}-None-(O 230V 220v | 4479688 | 20.68 
@ C22-DR-G-K20 On-None-O 230V 220V 4479708 | 31.34 @ 622-D-W-K10 (On}-None-(0 230V 220V 4479678 | 19.53 
@ C22-DRH-G-K20 On-None-O! 230V 220V 4479714 | 31.34 © €228-DH-G-K10 (On)-None-(O' 230V 220V 4479829 | 25.44 
© C22-DR.W-K20 On-None-0} 230V D0V uto7i|_ | 46.96 @ 0228-DH-W-K10 (On)-None-(O} 230V 220V 4479836 | 18.90 
@ C22S-DR-G-K20 On-None-O} 230V 220V 4479856 | 47.11 © €228-D-W-K10 (On)-None-(O 230V 220V 4479823 | 18.65 
© C228-DRH-G-K20 On-None-O 230V 20v | aavoees | 45.29 @C225-DK10 {On}-None-(0! Za0V 220V_|_ 4479826 | 16.96 
@ C228-DR-X-K20 On-None-O} 230V 220V 4479862 | 30.42 © €22-DR-G-K10 On-None-O 230V 220V 4479706 | 30.45 
SPST-NC, 2A, Screw @ C22-DRH-G-K10 On-None-O} 230V 220V 44m9712 | 31.73 
@ C228-DLH-R-K01-120 | (On)-None-(0 120V 220V 4479850 | 71.97 @C2ZDRAWIO On-None-O 230V 220V 4479719 | 31.73 
@ C22S-DL-R-K01-120 (On)-None-(O} 420V 220V 4479843 73.00 @ C22S-DR-G-K10 On-None-O} 230V 220V 4479854 21.52 
@ C22S-DRLH-R-K01-120 | _On-None-O' 120V 220V 4479887 | 80.86 @ €228-DRH-G-K10 On-None-O! 230V 220V 4479863 | 29.58 
SPST-NC, 4A, Screw @ C22S-DR-X-K10 On-None-O' 230V 220V 4479860 24.16 
@ C228-DRLH-R-K01-24 On-None-O 24V 24V 4479888 | 80.86 SPST-NO, SPST-NC, Screw 
@ C228-DRL-R-K01-24 On-None-O 24V 24V 4479880 | 82.95 © C22-DH-G-K11 (On)-None-(O! 230V 220V 4479682 | 43.30 
(On)-None-(O! 230V 220V 4479685 | 45.25 
@ C22-DH-S-K11 (On)-None-(O! 230V 220V 4479687 | 44.88 
> CONTINUED > > CONTINUED > 
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SWITCHES — PUSHBUTTON STANDARD 


C22 SERIES COMPACT NON-ILLUMINATED AND ILLUMINATED 8400 SERIES GENERAL PURPOSE AC E “Tei 
PUSHBUTTON SWITCHES (CONT.) RATED PUSHBUTTON SWITCHES a 
F Price Each © Slow-Make, Slow-Break Contact Mechanism 
ae oon eomtact | Contact | ssockNo. | cae SSC« Mig. arto. 8442K4 is rated 6A @ 125V, and 3A @ 250V 
gr ore’: petavon ohage oltage BONO! s © Mfg. part no. 8444K4 is rated 15A @ 125V, and 10A @ 250V 
SPST-NO, SPST-NC, Screw Light-duty momentary contact switches. Mounting hardware RoHS — 
@ C22-DH-W-K11 (On)-None-(O' 230V 220V 4479689 44.88 consists of one hexagon nut and one nickel-plated facenut. UL pomplant 
-D-R- On)-None-(O! 230V 220V 4479675 recognized, CSA certified except mfg. pat no. 8440K2 and 8440K3. a 
een en a0al5 15/32" bushings except mfg. part no. 8411K13 (1/4’). Mfg. part A G 
© C22-D-S-K11 (On)-None-(O' 230V 220V 4479677 42.21 no. 8411K11 and 8411K13 also feature combination spade/solder 
@ C22-D-W-K11 (On)-None-(O1 230V 220V 4479679 43.76 lug terminals. 
@ C228-D-G-Ki1 (On)-None-(0} 230V 220V 4479817 | 44.20 Switch Contact Contact Price Each 
@ C22S-DH-G-K11 (On)-None-(O! 230V 220V 4479830 43.38 Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-44 
@ C22S-DH-R-K11 (On)-None-(O1 230V 220V 4479833 41.12 SPDT-1NO, SPDT-NC, 15 A, Screw 
@ C22S-DH-S-K11 (On)-None-(O1 230V 220V 4479835 44.55 @ 8434K2 On 250V ti 11M1851 12.52 
@ C22S-DH-W-K11 (On)-None-(O1 230V 220V 4479837 42.84 SPST, 0.25 A, Screw 
@ C22S-D-R-K11 (On)-None-(O1 230V 220V 4479821 45.09 @ 8411K12 On 250V 250V 20M3070 5.41 
@ C22S-D-S-K11 (On)-None-(O1 230V 220V 4479822 29.73 SPST, 0.75 A, Screw 
@ C22S-D-W-K11 (On)-None-(O1 230V 220V 4479824 42.99 @ 8411K11 On 125V 125V 11M1850 475 
@ C22S-D-X-K11 (On)-None-(O1 230V 220V 4479827 41.14 SPST, 15 A, Quick Connect 
@ C22-DR-G-K11 On-None-O} 230V 220V 4479707 46.96 @ 8444K2 On) 125V ii 20M3077 9.85 
@ C22-DRH-G-K11 On-None-O} 230V 220V 4479713 46.96 SPST, 15 A, Screw 
@ C22-DRH-R-K11 On-None-O} 230V 220V 4479716 46.96 @ 8444K4 On 250V an 11M1856 10.21 
@ C22-DRH-W-K11 On-None-O} 230V 220V 4479720 46.96 @ 84443 (On 250V rf 20M3078 10.21 
@ C22-DR-R-K11 On-None-O' 230V 220V 4479709 47.38 SPST, 5A, Screw 
@ C22-DR-S-K11 On-None-O} 230V 220V 4479710 46.96 @ 8440K3 On) 125V 12V 11M1853 15.49 
@ C22S-DR-G-K11 On-None-O} 230V 220V 4479855 47.11 SPST, 5A, Solder 
@ C22S-DRH-G-K11 On-None-O} 230V 220V 4479864 45.29 @ 8440K2 On 125V 12V 11M1852 14.26 
@ C22S-DRH-R-K11 On-None-O 230V 220V 4479868 | 46.20 SPST, 6A, Quick Connect 
@ C22S-DRH-W-K11 On-None-O' 230V 220V 4479873 45.29 @ 8411K13 On) 250V 250V 20M3071 4.98 
@ C228-DR-S-K11 On-None-O 230V 220V 4479858 | 45.21 SPST, 6A, Screw 
For Use [Price Each = SUZ On 250V és 11M1855 9.39 
Mfg. Part No. With Stock No. 141-44 SPST, 6A, Solder 
© C22-L-B-120 Eaton C22 Series Pushbutton Switches 449734 49.55 @ 8411K8 On 250V 250V 20M3073 4.73 
© C22-L-B.24 Eaton C22 Series Pushbutton Switches 4419735 57.60 SPST, 750 mA, Screw 
@ C22-1-G-120 Eaton C22 Series Pushbutton Switches 4479736 60.49 Seitikr On-(Off) 126V 126V AAA 5.62 
@ C22-L-G-24 Eaton C22 Series Pushbutton Switches 4419737 60.78 PIM_5013 
@ C22-L-R-120 Eaton C22 Series Pushbutton Switches 4479738 62.01 
@ C22-L-R-24 Eaton C22 Series Pushbutton Switches 4419739 42.21 PB SERIES MINIATURE PUSHBUTTON ELECTROSWITCH 
@ C22-L-W-120 Eaton C22 Series Pushbutton Switches 4479740 58.28 SWITCHES UNIT OF ELECTRO SWITCH CORP. 
@ C22-L-W-24 Eaton C22 Series Pushbutton Switches 4479741 58.28 0845, ‘ Sapir ; 
i aye ompliant 
@ C22-L-Y-120 Eaton C22 Series Pushbutton Switches 4479742 60.49 ah | i" Available 
-L-Y- E C22 Series Pushbi Switch 4479743 5) | \ 
@ C22-L-Y-24 aton eries Pushbutton Switches 58.91 514 a A 
PIM_148487 7 7 (13) +.015 (6.7) 
1/4-40 —_-s o 
UNS-2A _t 
MOMENTARY PUSHBUTTON SWITCHES E ‘Teh 
ry 
Gepeimpiat sare blk wae 
Available 
Al @ Rated 6A @ 125VAC and 28VDC Resistive, 3A @ 250VAC 
G Panel-mount units have solder lug terminals and coin silver contacts. Base diallyl phthalate, bushing nickel- 
plate brass. Include 2 hex nuts, 1 lockwasher, black cap. UL recognized. Cap included. 
Switch Contact Contact Price Each 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-49+ 
SPDT, 6 A, Solder, Maintained 
@ PB-12331ZQ On-None-On 250V 28V 06M4742 12.12 
© Slow-Make/Slow-Break Wiping Action © Amps: 3A, 125VAC; 1A, 250VAC SPDT, 6 A, Solder, Momentary 
Suit instrumentation applications. AC switch (SPST); 1 circuit model with solder lugs. 1/10HP. Bushing length: @ PB-12611ZQ On-None-On 250V 28V 06M4743 17.30 
0.562". Hardware included. Order mfg. part nos. 53-3338 (black) or 53-3338-2 (red) snap-on switch caps @ PB-12631ZQ On-None-On 250V 28V 06M4744 18.15 
separately; go online or call. UL recognized, CSA certified. 
- PIM_4993 
Switch Contact Price Each 
Mfg. Part No. Operation Voltage AC Stock No. 1-4+ 
SPST. 3A, Solder Contact Blocks 
@ 7206K104 On-Off 250V 12M6717 34.44 Contact No. of Price Each 
SPST-NC, 3 A, Solder, Black Nylon Mfg. Part No. Current Poles Terminals Stock No. 1-4+ 
© 7835K11C (On) 250V 11M1825 18.93 Extended Button 
SPST-NC, 3A, Solder, Metal Button 1025071 [6a f la CLE 76.00 
© 7835K11A (On) 250V +1M1824 24.50 Flush Button, 2NC 
SPST-NC, 3A, Solder, Red Nylon 1025073 [6A 2 Screw 4aK2e54 [76.00 
@ 7835K11D On-(Off) 250V 11M1826 20.67 Flush Button, 2NO 
SPST-NO, 3A, Solder, Black Nylon 1025072 8A 2 Screw 44K2440 76.00 
© 7836K11C (On) 250V 41M1828 20.47 Half Shrouded Button 
SPST-NO, 3A, Solder, Metal Button 10250751 [6A d Screw 44K3626 38.54 
© 7836K11A (On) 250V 111827 24.50 Pressure Terminal 
SPST-NO, 3 A, Solder, Red Nylon 10250753 6A 1 Screw 44K3639 38.54 
@ 7836K11D (On) 250V 411M1829 20.47 PIM_5495267 


PIM_5002 


970 = Go online or call for non-compliant or &?ROHS Compliant products. See page 2 


SERIES 30 SNAP-IN PANEL MOUNTING 
PUSHBUTTON SWITCHES 


Goay fill 


SWITCHES & SENSORS 
SWITCHES — PUSHBUTTON STANDARD 


23, 4000//10 SERIES WIPING CONTACT, AND 2200 SERIES SNAP ACTION 
SWITCHES (CONT.) 


© Contact rating: 150mA at 24VDC . i 
© Travel: 0.90 nominal RoHS _ Switch Contact Price Each 
© Travel before make: 0.035 nominal —— Mfg. Part No. Operation Voltage AC Stock No. 1-4+ 
© Gold plated contacts ere SPST, 10 A, Solder 
© Sealed ; , @ 2201 (On) 220V 24F200 S56) 
@ .690” diameter switch (.596”/.602” mounting hole 
© Operating temperature: -40°C to +80°C SPST, 1 A, Solder 
© (On) = Momentary action @ 10-09UL (On) 115V 14M6604 11.51 
Red & Black @ 10-09 (On) 220V 14M6603 8.50 
Switch Contact |PriceEach = @ 4001 (On) 220V 24F202 6.78 
Mfg. Part No. Operation Voltage DC Stock No. 1-9+ @ 4002 On-(Off) 220V 24F203 9.06 
SPST, 150 mA, Solder, Black SPST, 250 mA, Solder 
@ 30-100 | (On) 24V 35K5739 10.17 @ 23-1 (On) 220V 24F204 12.16 
SPST, 150 mA, Solder, Green SPST-NC, 10 A, Solder 
@ 30-102 (On) 24V 35K5741 3.01 @ 2202 (On) 220V 24F201 32.10 
SPST, 150 mA, Solder, Red PIM_5071 
@ 30-101 (On) 24V 35K5740 7.58 
SPST, 150 mA, Solder, Yellow PC MOUNT SWITCHES L F 
@ 30-103 (On) 24V 14M8290 6.25 Calf’ iM 
PIM_84936 ad 
Bee 
mplian 
46 SERIES SPDT AND DPDT 1/4 AMP WIPING A MH | Available 
CONTACT PUSHBUTTON SWITCHES Coke f’ LiL 
ad 39-251 


m= 
l 


46-05-05 


RoHS 
Compliant 
Available 


46-102 


46-200 


46-05-08 
Clean wiping contact switches have consistent contact resistance for low-voltage applications. 46 series rated 


to make and break 250mA at 115VAC, 250,000 operations. All switches have break-before-make contacts. 
Order hardware separately; go online or call. 
Switch Contact Price Each 
Mfg. Part No. Operation Voltage AC Stock No. 1-4+ 

DPDT, 250 mA, Solder, Black 

@ 46-05-08-502-0707 (On) 220V 16M3108 55.94 
DPDT, 250 mA, Solder, Black, 0.375 “ 

@ 46-200 BLK (On) 220V 58M3275 24.61 
DPDT, 250 mA, Solder, Red, 0.375 “ 

@ 46-200 RED (On) 220V 58M3276 26.82 
SPDT, 250 mA, Solder, Black, 0.125 “ 

@ 46-101 BLK (On) 220V 58M3271 13.84 
SPDT, 250 mA, Solder, Black, 0.375 “ 

@ 46-05-05-502-0707 (On) 220V 16M3106 46.50 
@ 46-102 BLK (On) 220V 58M3273 15.61 
SPDT, 250 mA, Solder, Red, 0.125 “ 

@ 46-101 RED (On) 220V 58M3272 14.52 
SPDT, 250 mA, Solder, Red, 0.375 “ 

@ 46-05-05-502-0303 (On) 220V 16M3105 57.66 
@ 46-102 RED (On) 220V 58M3274 14.58 
PIM_5072 


23, 4000//10 SERIES WIPING CONTACT, AND 2200 
SERIES SNAP ACTION SWITCHES 


Grayhill 
Spier ; 

Compliant 

Available 


Ps, 


a 
ae I 


23-4 10-09, 4001, 4002 2201, 2202 
@ For Low Voltage and High Current Applications @ Rated to Make and Break at 1145VAC 


Mfg. part no. 23-1 clean wiping contact N.O. switches have consistent contact resistance for low voltage 
applications. Rating: 250mA, 100,000 operations. Mfg. part nos. 10-09, 4001 and 4002 clean wiping contact 
N.O. and N.C. switches rated 1A, 100,000 operations; or 3A, 6,000 (UL) operations. Mfg. part nos. 2201 and 
2202 have audible click and rapid spring action for switching high currents. Rating: 10A, 25,000 operations. 
Order hardware separately; go online or call. 
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1.800.463.9275 © newark.com 


Specification: 
® Contact Resistance: 25 milliohms maximum on 


© Voltage Breakdown: 1,000 Vac between mutually 
insulated parts 


anew switch @ Insulation Resistance: 1,000 megohms minimum 
Mfg. part no. 39-251 has SPDT-2 circuit momentary circuitry for push-to-test PC board functions. 
Fully Protected During Flux Cleaning Operations 

Switch Contact Contact Price Each 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-9+ 

SPDT, 150 mA, Through Hole 
@ 39-251 RED (On) 220V 28V | 14M6747 3.11 
PIM_5044 


SERIES 39 MINIATURE LIMIT BUTT CONTACT 
PUSHBUTTON SWITCHES 


® Circuitry: SPST, Normally Open (Normally Closed for Sealed, 
No Overtravel) 

® Contact Resistance: 25 Milliohms Maximum on a New Switch 

© Voltage Breakdown: 1000VAC Between Mutually Insulated 
Parts 

@ Insulation Resistance: 1000 Megohms Minimum 

© Operating Temperature: -40°C to +85°C 

@ Rated to 1/2A at 115VAC Resistive, with Up to 500,000 
Operations; 1/4A Resistive at 115VAC for Sealed 

39 series have an adjustable location setting and are available in 

a plunger-sealed version. Dimensions: switch diameter is 0.287" 

(7.29) max. across single “b” flat, threaded. 


Grayhill 
RoHS 

Gepiin pliant 
Available 


Switch Contact Price Each 
Mfg. Part No. Operation Voltage AC Stock No. 1-4+ 
SPST, 150 mA, Solder 
@ 39-701 (On) 220V 14M6754 15.47 
© 39-102 (On) 220V 91F3834 9.25 
SPST, 250 mA, Solder 
© 39-702 (On) 220V 14M6755 15.39 
SPST, 500 mA, Solder 
@ 39-101 (On) 220V 17M8444 16.19 
@ 39-103 (On) 220V 14M6744 20.34 
PIM_11826 
39 SERIES 1/2A AND 30 SERIES 1A Gein 
MINIATURE SPST BUTT CONTACT Seer Grayhill 
PUSHBUTTON SWITCHES 


3 


39-2 30-1, 30-2, 30-3, 30-15 30-17 30-05 

Gold contact switches provide low level switching. Mfg. part nos. 39-1 and 39-3 are rated 1/2A res. at 115VAC 
and 1/4A res. at 220VAC, 1,000,000 operations. Behind panel: 0.315” (8.00); diameter 0.25” (6.35). Mfg. part 
no. 39-2 is rated 1/4A at 115VAC and 1/8A at 220VAC. Behind panel: 0.490” (12.45); diameter 0.25” (6.35). 
Mfg. part nos. 30-1 and 30-3. Behind panel: 0.592” (15.04); diameter 0.375” (9.53). Mounting hole 0.266” 
(6.76). Rated 1A at 115VAC, 1,000,000 operations. Mfg. part no. 30-2 behind panel: 0.605” (15.37). Rated 
1A at 115VAC, 1,000,000 operations. Mfg. part no. 30-15 has .02” (0.51) overtravel. Behind panel 0.677” 
(17.2). Rated 1A at 115VAC, 500,000 operations. Mfg. part no. 30-17 RED and Mfg. part no. 30-17 BLKhave 
overtravel and positive feel. Behind panel: 0.631"/0.864” (16.03/21.95) adjustable, diameter 0.468” (11.89), 
mounting hole 0.484” (12.30), cap diameter 0.390” (9.91). Mfg. part no. 30-05-01 behind panel: 0.930” (23.62), 
diameter 0.625” (15.88), mounting hole 0.516” (13.10). 
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SWITCHES & SENSORS 


SWITCHES — PUSHBUTTON STANDARD 


39 SERIES 1/2A AND 30 SERIES 1A MINIATURE SPST BUTT CONTACT 
PUSHBUTTON SWITCHES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


AML21 SERIES INCANDESCENT AND NON-LIGHTED ELECTRONIC 
CONTROL PUSHBUTTON SWITCHES (CONT.) 


Switch Contact Price Each Switch Contact Contact Price Each 
Mfg. Part No. Operation Voltage AC Stock No. 1-9+ Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-4+ 
SPST-NC, 1 A, Solder DPDT, 2 A, Quick Connect, Solder, Standard Bezel, Rectangle 
© 30-2 (On) 220V 14M6740 5.99 @ AML21FBA2AC (On) 250V 24V 23F4418 60.06 
SPST-NC, 250 mA, Solder @ AML21EBA2AC (On) 250V 24V 23F4335 _ 
@ 39-2 (On) 220V 14M6745 8.42 @ AML21GBA2AD On 250V 24V 23F4345 68.88 
SPST-NO, 1 A, Solder DPDT, 2 A, Quick Connect, Solder, Standard Bezel, Square 
@ 30-3 (On) 220V 57F2616 7.51 @ AML21CBA2AC (On) 250V 24V 23F4413 53.63 
@ 30-1 (On) 220V 24F205 4.60 @ AML21CBA2AD On 250V 24V 23F4414 57.51 
@ 30-17 RED (On) 220V 14M6739 11.60 DPDT, 2 A, Quick Connect, Standard Bezel, Rectangle 
@ 30-15 (On) 220V 14M6737 6.50 @ AML21GBE2AD On 250V 24V 50B5408 79.56 
@ 30-17 BLK (On) 220V 14M6738 12.47 @ AML21FBA2AD On 250V 24V 23F4338 26.63 
SPST-NO, 500 mA, Solder @ AML21GBE2AC On-(On) 250V 24V 22C8655 77.76 
@ 39-1 (On) 220V 24F209 5.09 DPDT, 2 A, Quick Connect, Standard Bezel, Square 
@ 39-3 (On) 220V 14M6748 6.23 @ AML21CBA3AC (On) 250V | 24V 23F4332 50.27 
PIM_5073 DPDT, 2 A, Standard Bezel, Square 
@ AML21BBA2AC (On) 250V 24V 23F4325 53.88 
AML32 SERIES PUSHBUTTON SWITCHES Hone ell DPDT, 400 mA, Quick Connect, Solder, Standard Bezel, Rectangle 
@ Alternate Action, DPST, Normally Open, Form X y Ww @ AML21GBA2AC Push On-Push Off 250V 30V 23F4344 59.06 
AML32 series switch is a rectangular pushbutton unit with — RoHS _ SPDT, 100 mA, Quick Connect, Solder, Standard Bezel, Square 
black bezel. Neon lamp (included), and 0.187 x 0.020" . Osan @ AML21BBA2BA On-(On) 125V 125V 23F4410 | 37.04 
(4.75 x 0.508) solder/quick connect terminals with integral s ; 
lamp circuit. UL recognized. CSA certified. Order switch AY 7) SPDT, 100 mA, Quick Connect, Standard Bezel, Rectangle 
buttons separately below. @ AML21GBA2BA On-(On) 125V 125V 50F9238 52.31 
@ AML21FBA2BA On-(On) 125V 125V 23F4339 46.19 
@ AML21FBA3BA On-(On) 125V 125V 23F4342 25.68 
AML32 @ AML21EBA2BA On-(On) 125V 125V 23F4336 38.87 
Illumination Switch Price Each SPDT, 100 mA, Quick Connect, Standard Bezel, Square 
Mfg. Part No. Color Operation Stock No. 1-4+ @ AML21CBA2BA On-(On) 125V 125V 23F4328 54.00 
DPST, 10 A, Quick Connect @ AML21CBA3BA On-(On) 125V 125V 23F4333 43.75 
@ AML32FBK4AD Yellow On 23F4356 = SPDT, 2 A, Quick Connect, Solder, Standard Bezel, Rectangle 
DPST, 10 A, Quick Connect, 125 VAC @ AML21EBA2AA On-(On) 250V 24V 23F4334 42.83 
@ AML32FBB4AD Red On 23F4426 64.48 SPDT, 2 A, Quick Connect, Solder, Standard Bezel, Square 
DPST, 10 A, Quick Connect, 250 VAC @ AML21CBA2AA On-(On) 250V 24V 23F4411 44.97 
@ AML32FBC7AD Red | On | 23F4355 72.06 @ AML21BBA2AA On-(On) 250V 24V 23F4409 32.54 
DPST, 10 A, Quick Connect, Solder SPDT, 2 A, Quick Connect, Standard Bezel, Rectangle 
@ AML32FBB7AD Red On 23F4354 72.06 @ AML21GBA2AA On-(On) 250V 24v 23F4343 58.00 
Price Each @ AML21FBA2AA On-(On) 250V 24V 23F4417_ | 49.22 
Mfg. Part No. Newark Description Stock No. 4-1-9+ @ AML21FBA2AB On-On 250V 24V 23F4337 21.06 
YesAML52-N10K Black Switch Cap 23F4434 3.19 SPDT, 2A, Quick Connect, Standard Bezel, Square 
YesAML52-N10W White Switch Cap 23F4435 2.70 @ AML21CBA3AA On-(On) 250V 24V 23F4331 41.25 
YesAML52N10R Red Switch Cap 23F4452 8.51 @ AML21CBA2AB On-On 250V 24V 23F4412 56.79 
YesAML52-N10G Green Switch Cap 50F5208 2.74 @ AML21BBA2AB On-On 250V 24V 50F9237 62.95 
PIM_4924 


AML31 SERIES POWER DUTY PUSHBUTTON 


SWITCHES 
@ 2PST, Normally-Open, 
© 10A @ 125/250VAC 


Rectangular units with black bezel. 0.187 x 0.020" (4.75 = 
x 0.508) solder or quick-connect terminal. 2-pole 2 form A 
silver contacts. UL recognized, CSA certified. 


Form X 


. 


Honeywell 
— 
Oat ; 
Compliant 
Available 


‘. WG 
Switch Contact Contact Price Each 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-4+ 
DPST, 10 A, Quick Connect, No lamp installed 
@ AML31FBA4AC (On) 250V 30V 50F9242 33.88 
@ AML31EBA4AD On 250V 30V 23F2444 62.41 
DPST, 10 A, Quick Connect, Solder, 6V lamp 
@ AML31FBE4AD On 250V 30V 51F2624 51.70 
DPST, 10 A, Quick Connect, Solder, No lamp installed 
@ AML31FBA4AD On 250V 30V 23F4285 120.05 
PIM_4921 


AML21 SERIES INCANDESCENT AND NON- 
LIGHTED ELECTRONIC CONTROL PUSHBUTTON 


SWITCHES 


@ Mfg. part nos. with 10th Digit “A”: Silver Contacts Rated 
2A, 250VAC and 24VDC Resistive; 3A, 125VAC 
@ Mfg. part nos. with 10th Digit “B”: Gold Contacts Rated 


100mA, 12VAC/DC Resistive 


Meet CEE requirements. Terminals are solder or quick- 
connect, except those with ninth digit “3”, which are PC 
board or push-on. Panel cutout: 0.75” square. Lighted 
units use incandescent T-1-3/4 wedge base lamp nos. 73, 
85, 86 ordered separately. Order AML51 switch buttons 


separately. 


972 


Honeywell 

Gepiin A 
Compliant 
Available 
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PIM_4864 


22mm PUSHBUTTON SWITCHES 


MipEc 


RoHS _ 
Compliant 
Available 


Flush 


Screw terminal units include button, operator, contact blocks. Mount 0.875” (22.23) hole. Momentary action. 
Caps included (R=Red, B=Black, G=Green). UL listed, CSA certified, CE compliant. NEMA 1, 2, 3, 4, 4X, 5, 
12, 13. 


Switch Price Each 

Mfg. Part No. Contacts Operation Stock No. 1-4+ 
Mushroom, Black 
@ ABW410-B | SPST-NO Off-(On) 96F3635 28.17 
Mushroom, Green 
@ ABW411-G DPST-1NO, SPST-NC Off-(On) 96F3640 35.86 
@ ABW410-G SPST-NO Off-(On) 74K3612 24.28 
@ ABW310-G SPST-NO Off-(On) 14C8221 26.08 
Mushroom, Red 
@ ABW411-R DPST-1NO, SPST-NC Off-(On) 74K3614 31.34 
@ ABW401-R SPST-NC Off-(On) 74K3611 24.62 
@ ABW410-R SPST-NO Off-(On) 74K3613 22.73 
Round, Black, Green, Red 
@ ABW111 BGR DPST-1NO, SPST-NC Off-(On) 74K3607 24.11 
@ ABW101 BGR SPST-NC Off-(On) 74K3605 18.96 
@ ABW110-B,G,R SPST-NO Off-(On) 74K3606 19.25 
@ ABW210-BGR SPST-NO Off-(On) 74K3609 17.02 
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Go online or call for non-compliant or ROHS Compliant products. See page 2 


SWITCHES & SENSORS 
SWITCHES — PUSHBUTTON STANDARD 


22mm PUSHBUTTON SWITCHES (CONT.) Lenses (CONT.) 
| Switch Price Each Price Each 
Mfg. Part No. Contacts Operation Stock No. 1-4+ Mfg. Part No. Color Stock No. 1-9+ 
Round, Black, Grren, Red @ ALGH-LK2-A Amber 74K3645 3.88 
@ ABW211 BGR DPST-1NO, SPST-NC Off-(On) 74K3610 23.67 @ ALGH-LK2-G Green 74K3646 3.88 
@ ABW201 BGR SPST-NC Off{(On) 74K3608 16.69 @ ALGH-LK2-R Red 74K3647 5.06 
Round, Red @ ALGH-LK2-W White 74K3648 4.29 
@ ABW110-R | SPST-NO Off-(On) 0909432 18.50 @ AL6M-LK2-A Amber 74K3653 4.48 
PIM_3427 @ AL6M-LK2-G Green 74K3654 5.22 
@ AL6M-LK2-R Red 74K3655 4.93 
AG SERIES MINIATURE SWITCHES AND PILOT DEVICES @ALEWAKA Amber TAKGONE 5.22 
nn D EE Cc @ AL6M-LK3-G Green 74K3657 4.93 
mails @ AL6M-LK3-R Red 74K3658 3.62 
Geesinpian @ ALGQ-LK2-A Amber 74K3661 4.50 
@ ALGQ-LK2-G Green 74K3662 3.42 
AY G @ AL6GQ-LK2-R Red 74K3663 4.06 
PIM_5513126 


@ 16mm (5/8”) mounting hole 


© LED illumination 


© Compact design saves space 


ABGH-BK2-B 


switching 


AB6Q-BK2-B 
© Gold-clad Silver contacts for reliable low level 


© Snap action contacts 


22mm ILLUMINATED PUSHBUTTON SWITCHES 


RoHS 
Compliant 
Available 


@ Momentary, Maintained, Selectors, and E-Stops @ |P40 (dustproof) or IP65 (oiltight) versions 
Switch Price Each @ ) q) 
Mfg. Part No. Contacts Operation Stock No. 1-4+ @ 
Rectangular 
@ AL6GH-M200 DPD’ On-(On) 74K3651 13.01 
@ ABGH-M200 DPD On-(On) 74K3617 14.58 Mushroom Head Extended w/ Full Shroud 
@ ALGH-M100 SPDT On-(On) 74K3650 9.76 © LED lamp, full voltage, rated 24VAC/VDC © SPST-NO, SPST-NC contacts 
@ ABGH-M100 SPDT On-(On) 3065506 82 e Momentary action e 1P65 and NEMA Alaxit3 
Operating temperature range: -25°C to +50°C. Mechanical life: 5,000,000 operations. Meets IEC. UL listed, CSA 
Round certified, CE compliant, and TUV approved. May be mounted in IDEC’s one-to-five hole enclosures. 
@ AB6M-M2P-B DPD Off-(On) 30B5622 19.57 Sule Price Each 
@ AL6M-M200 DPD On-(On) 74K3659 12.44 Mfg. Part No. Contacts Operation Stock No. 1-24+ 
@ AB6M-M200 DPD On-(On) 74K3621 Anes Extended Round, Green 
@ ABGM-M1-G SPDT Off (On) 30B5587 14.63 @ HW1L-M2F10QD-G-24V SPST-NO Momentary Spring Return ] 8404686 | 33.71 
Square Flush Round, Green 
@ AL6Q-M200 DPD On-(On) TAK3664 12.54 @ HW4L-M1F10QD-G-24V SPST-NO Momentary Spring Retum | 4143732 | 34.57 
@ AB6Q-M200 DPD On-(On) 74K3625 14.58 Mushroom, Green 
@ ALGQ-M14-G SPDT Off{On) 9682925 20.66 @ HW1L-M4F11QD-G-24V | SPDT-1NO, SPDT-NC On-(On) 74K3772 | 41.28 
@ ALGQ-M14P-S SPDT Off-(On) 15C0777 24.72 Mushroom, Red 
@AL6Q-M14-R SPDT OfF(On) 9688877 20.22 @ HW1L-M4F11QD-R-24V_| DPST-1NO, SPST-NC On-(On) 76K6256 | 37.82 
For Use Price Each @ HW1L-M4F10QD-R-24V SPST-NO Momentary Spring Return | 8404766 Sie: 
Mfg. Part No. With Stock No. 1-1-4+ Round, Amber 
@ LATD-6JW Idec AL6 Series Illuminated Miniature Pushbuttons Switches | 05N0144 — @ HW1L-M1F11QD-A-24 DPST-1NO, SPST-NC On-(On) 74K3767 45.87 
@ LATD-2W Idec AL6 Series Illuminated Miniature Pushbuttons Switches | 45C7097 = Round, Green 
@ ABGH-BK2-B Idec A6 Series Miniature Switches and Pilot Devices 74K3615 4.48 @ HWI1L-M1F11QD-G-24V | DPST-1NO, SPST-NC On-(On) 74K3768 38.31 
@ ABGH-BK2-G Idec A6 Series Miniature Switches and Pilot Devices 74K3616 4.50 @ HW4L-M2F11QD-G-24V | SPDT-1NO, SPDT-NC | Momentary Spring Return | 53K7637 | 46.11 
@ AB6M-BK2-B Idec A6 Series Miniature Switches and Pilot Devices 74K3618 4.76 @ HW1L-M2F11QD-G-24V | SPST-NO, SPST-NC On-(On) 74K3770 | 40.64 
@ AB6M-BK2-G Idec A6 Series Miniature Switches and Pilot Devices 74K3619 4.13 Round, Red 
@ ABG6M-BK2-R Idec A6 Series Miniature Switches and Pilot Devices 74K3620 4.97 @ HW1L-M1F11QD-R-24V_| DPST-1NO, SPST-NC On-(On) 74K3769 | 40.63 
@ AB6Q-BK2-G Idec A6 Series Miniature Switches and Pilot Devices 74K3623 4.76 @ HW1L-M2F11QD-R-24V | DPST-1NO, SPST-NC On-(On) 74K3771 40.64 
@ ABG6Q-BK2-R Idec A6 Series Miniature Switches and Pilot Devices 74K3624 4.50 @ HW1L-M1F10QD-R-24V SPST-NO (On) 8404595 33.20 
@ AL6H-P00 dec AL6 Series Pilot Lights 74K3652 3.19 @ HW4L-M2F10QD-R-24V SPST-NO Momentary Spring Return | 72J7051 38.52 
@ AL6M-P00 dec AL6 Series Pilot Lights 74K3660 3.32 Square, Red 
@ LATD-1A dec AL6 Series Illuminated Miniature Pushbuttons Switches | 74K3819 3.83 @ HW2L-M1F10QD-R-24V SPST-NO Momentary Spring Return | 84C5162 | 33.92 
@ LATD-1G dec AL6 Series Illuminated Miniature Pushbuttons Switches | 74K3820 6.90 PIM_13247 
@ LATD-1R dec AL6 Series Illuminated Miniature Pushbuttons Switches | 74K3821 — 
@ LATD-2A dec AL6 Series Illuminated Miniature Pushbuttons Switches | 74K3822 6.79 = 
@ LATD-2G dec AL6 Series Illuminated Miniature Pushbuttons Switches | 74K3823 7.60 Illumination Switch yFrice’Each! 
= 2 Mfg. Part No. Color Operation Stock No. 1-9+ 
@ LATD-2R dec AL6 Series Illuminated Miniature Pushbuttons Switches | 74K3824 7.46 SPST-NO, 400 mA, Solder 
@ LATD-6A dec AL6 Series Illuminated Miniature Pushbuttons Switches | 74K3825 = © FT _ Green On-(On) 01F989 =e 
@ LATD-6G dec AL6 Series Illuminated Miniature Pushbuttons Switches | 74K3826 = PIM. 5567556 
@ LATD-6R dec AL6 Series Illuminated Miniature Pushbuttons Switches | 74K3827 = - 
@ AL6Q-LK1-W Idec A6 and L6 Series Miniature Pushbutton Switches 83C8849 2.98 
. 
@ ALGQ-P00 dec AL6 Series Pilot Lights 86K0512 3.19 49 SERIES SEALED PUSHBUTTON SWITCHES iTw Switches 
@ AB6H-BK2-R Idec A6 Series Miniature Switches and Pilot Devices 96F4042 4.29 SENSORS, SWITCHES, ELECTRONIC CONTROLS 
PIM_3412 SF oF" RoHS 
| 27 Geeeinpian 
_4(6.9) Available 
Lenses 5 
Price Each (12.7) 7 
Mfg. Part No. Color Stock No. 1-9+ oat, Round Bezels 
@ ALGH-LK1-A Amber 23C2033 2 Round Bezel 
KAA Whit 2301653 @ SPST-NO-DB 100mA @ 50VDC Resistive, 125mA @ 125VAC 
SALGHLREW = Sel @ Momentary Action 400mA @ 32VAC Resistive; Resistive. 
@ ALGQ-LK3-A Amber 96F4073 5.08 : . : : er f ; 
High-environment pushbutton switches designed for compact applications and protection from electrostatic 
@ ALGH-LK2-Y Yellow 83C8808 4.44 discharge. Panel sealed IP67. Thermoplastic case. Gold-plated contacts. 
> CONTINUED > > CONTINUED > 
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SWITCHES & SENSORS 
SWITCHES — PUSHBUTTON STANDARD 


49 SERIES SEALED PUSHBUTTON SWITCHES (CONT.) 


Switch Contact Contact Price Each 

Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-9+ 
SPST-NO, 400 mA, Solder, Black 
@ 49111 On-(On) 125V 50V 01F986 7.61 
SPST-NO, 400 mA, Solder, Green 
@ 49113 On-(On) 32V 50V 01F988 10.44 
SPST-NO, 400 mA, Solder, Red 
@ 49112 On-(On) 125V 50V 01F987 9.03 
PIM_13057 


48 SERIES SEALED PUSHBUTTON SWITCHES 


iT~v Switches 


Sensors, Switcues, ELECTRONIC CONTROLS 


RoHS 
Compliant 
= [—) Available 


© Meets IP67 standards @ Lighted or non-illuminated 
© Modular components can make over 1000 distinct © Solder Terminals 
parts © Contact Rating: 400mA, 32VAC. 
Series 48 Flex-Tech sealed pushbutton is ideal for: medical equipment, instrumentation, datacom, transportation, 
recreational vehicles, outdoor controls, and mass transit controls. Available in momentary or alternate action 
with a variety of colors in keycaps; (On) = Momentary, On = Maintained. 
Switch Contact Price Each 
Mfg. Part No. Operation Voltage DC Stock No. 1-9+ 

SPST-NO, 250 mA, Solder, Black, Round 

@ 48-1-RB-R-BK-B (On 48V 26M8625 11.74 
SPST-NO, 400 mA, Solder, Black, Black 

@ 48-2-RB-N-BK-B On 48Vv 21K5016 20.10 
SPST-NO, 400 mA, Solder, Black, Round 

@ 48-1-RB-N-BK-B (On 48V 21K5012 8.65 
SPST-NO, 400 mA, Solder, Black, Square 

@ 48-2-SB-N-BK-B On 48V 21K5018 = 
SPST-NO, 400 mA, Solder, Red, Round 

@ 48-1-RB-N-RD-B (On, 48Vv 21K5013 ae 

@ 48-2-RB-N-RD-B On 48v 21K5017 ae 
PIM_84003 


59 SERIES SEALED PUSHBUTTON SWITCHES 


iTw Switches 


SENSORS, SWITCHES, ELECTRONIC CONTROLS 


RoHS — 
Compliant 
Available 


@ 50VDC resistive; 125mA @ 125VAC resistive 


@ Zinc alloy housing 


© Circuit: SPST-NO,Form X © Operating temperature: -55°C to 125°C (-67°F 
@ Dielectric strength: 1000VAC @ 125°C (0 +257°F) 
© Current rating: 400mA @ 32VAC resistive; 100mA 
59 series is sealed to IP67. Mounts into panels of minimum .0625” (1.5mm) and maximum 0.118” (3.00). Button 
material: PBT. Contacts: gold-plated palladium nickel. Terminals: gold-plated brass. 
Switch Contact Contact Price Each 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-9+ 
SPST-NO, 125 mA, Solder, Round, Red 
@ 59-112 On-(On) 125V 50V 50F1488 11.95 
SPST-NO, 400 mA, Solder, Round, Black 
@ 59-311 On-(On) 125V 50V 50F1492 14.70 
@ 59-111 On-(On) 125V 50V 50F1487 10.47 
SPST-NO, 400 mA, Solder, Round, Green 
@ 59-113 On-(On) 125V 50V 50F1489 8.13 
@ 59-313 On-(On) 125V 50V 50F1493 14.24 
SPST-NO, 400 mA, Solder, Round, Red 
@ 59-312 On-(On) 125V 50V 50F1494 14.70 
SPST-NO, 400 mA, Solder, Square, Black 
@ 59-211 On-(On| 125V 50V 84F1008 17.57 
SPST-NO, 400 mA, Solder, Square, Green 
@ 59-213 On-(On) 125V 50V 50F1491 15.75 
SPST-NO, 400 mA, Solder, Square, Red 
@ 59-212 On-(On) 125V 50V 50F1490 5.05 
PIM_5100 
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SNAP-ACTING MOMENTARY 


RoHS. © 
PUSHBUTTON SWITCHES OF SEB multicomp 


SPC21181 
@ Action: On-(On) 


SPC21185 


SPC21184 
120VAC or 28VDC 


@ Rated: 0.4V Max. @ 20VAC or DC Max. or 1A@ © Operating Temperature: -30°C to +85°C. 
Brass common contacts and terminals with gold-over-nickel plating, epoxy sealed. Feature glass-filled nylon 
or polyester actuator, nickel-plated brass bushing, stainless steel housing, and diallyl phthalate case. Panel 
mounting: 0.250” (6.35) diameter. Includes hole hardware: 2 hex nuts, locking ring, and lock washer. 
Switch Contact Contact Price Each 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-24+ 
DPDT, 1 A, Glass-Filled Nylon Actuator 
@ SPC21182 On-(On) 20V 20V 11M0376 8.41 
DPDT, 1 A, Raised Cap Actuator 
@ SPC21185 On-(On) 120V 28V 11M0379 = 
SPDT, 1 A, Glass-Filled Nylon Actuator 
@ SPC21181 On-(On) 20V 20V 11M0375 — 
@ SPC21513 On-(On, 120V 28V 11M0709 7.32 
SPDT, 1 A, Raised Cap Actuator 
@ SPC21184 On-(On 120V 28V 11M0378 13.12 
@ SPC21186 On-(On) 120V 28V 11M0380 10.27 
PIM_34988 
MCPAS SERIES 12mm PUSHBUTTON SWITCHES © 
Features: multicomp 
@ Eight plunger colours 


@ Flat plunger top allowing marking 

@ Antirotation bushing. 

@ New solder lug terminal 

Specifications: 

© Contact rating: 400mA at 32Vac; 100mA at 50Vdc; 
125mA at 125Vac 

© Contact resistance: 50mO 

© Dielectric strength: 1000Vrms. 

@ Electrical life: 500,000 cycles 

e 

e 


RoHS _ 
Compliant 
Available 


Operating force: 2N to 5N 
Contact bounce: 10ms 


®@ Mechanical life : 1,000,000 cycles 


Switch Contact Contact Price Each 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-24+ 
SPST, 400 mA, Solder, Black 
@ MCPAS6B2M1CE2 Off-(On) 32V 50V 42P7700 4.33 
@ MCPAS6B1M1CE2 Off-(On) 125V 50V 12P7695 5.84 
SPST, 400 mA, Solder, Blue 
@ MCPAS6B1M1CE7 Off-(On) 32V 50V 12P7699 5.84 
@ MCPAS6B2M1CE7 Off-(On) 125V 50V 12P7704 4.33 
SPST, 400 mA, Solder, Green 
@ MCPAS6B1M1CE6 Off-(On) 125V 50V 12P7698 0.48 
@ MCPAS6B2M1CE6 Off-(On) 125V 50V 412P7703 5.84 
SPST, 400 mA, Solder, Red 
@ MCPAS6B2M1CE3 Off-(On) 32V 50V 42P7701 5.84 
@ MCPAS6B1M1CE3 Off-(On) 125V | 50V 12P7696 5.75 
SPST, 400 mA, Solder, Yellow 
@ MCPAS6B2M1CE5 Off-(On) 125V | 50V 12P7702 5.75 
PIM_142183 
R13 SERIES MINIATURE PUSHBUTTON @ 
SWITCHES multicomp 
yy af R13-548A-05-BB 
R13-527A-02-BB 
R13-502A-05-B R13-23A-05-BB RoHS 
‘ Gee tinsian 
“Sp Available 
fs R13-509A-05-BB 


R13-24A-05-BB 


> CONTINUED > 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


SWITCHES & SENSORS 
SWITCHES — PUSHBUTTON STANDARD 


R13 SERIES MINIATURE PUSHBUTTON SWITCHES (CONT.) ULTRAMINIATURE PUSHBUTTON SWITCHES - SEALED (CONT.) 


Features: @ R13-23: ABS actuator and phenolic base 7 Price Each 
@ Illuminated actuators are moulded in PC © R13-502: Nylon frame and silver plated brass ter- Switch Contact Contact |} 
© Snap-in mounting, easy to install switch into panel minals; M types are nickel plated brass metal frame Mfg. Part No. Operation | VoltageAC | VoltageDC | Stock No. 1-24+ 
© Water proof and dust proof to fit IP-66 Specifications: SPDT, 100 mA, Solder 
@ R13-527, R13-548: Nylon frame and silver plated  @ Contact rating: 3A at 125Vac; 1.5A at 250Vac; @ P8US8WR2C2M6RES On-(On 20V 20V 08N3263 
brass terminals R-13-527: 10A at 125Vac; 6A at 250Vac (On) S288) 
@ R13-24: PBT actuators, nickel plated metal frame @ Maximum contact resistance : 50mO @ P8USBWR2C2M2RES On-(On) 20v 20v 95M3284 3.41 
and phenolic base @ Minimum insulation resistance : 500Vdc, 100MO PIM_116607 
@ R13-509: Nylon actuator and frame and silver © Dielectric strength : 1000Vac for 1 minute 
plated brass terminals 
ont ena PriceEach. © SUBMINIATURE, SNAP-IN SWITCH COMPONENTS Cz) 
Mfg. Part No. Operation Voltage AC Stock No. 1-24+ PANEL MOUNTING multicomp 
DPST, 16A 
@ R13-527A-02-BB Off-(On) 125V 03P2495 5.65 
@ R13-527A2-02-BB Off-(On) 125V 03P2496 6.45 
@ R13-527B-02-BB On-Off 125V 03P2497 5.65 
@ R13-527D2-02-BB On-Off 125V 03P2502 5.90 Bezel 
DPST, 16 A, Quick Connect, Solder Bushbitisn Setualor 
@ R13-527B2-02-BB On-Off 125V 03P2498 6.28 Lever actuator Rocker actuator 
SPDT, 3A, Solder Gein iat 
@ R13-502MC-05-B On-(On) 125V 03P2489 4.47 Available 
@ R13-502MC-05-R On-(On) 125V 03P2490 0.84 \ 
Body dimensions, SPDT 
@ R13-527C-02-BB Off-(On) 125V 03P2499 1.33 H=12.7, W=6.86, D=9.56 
@ R13-527C2-02-BB Off-(On) 125V 03P2500 5.94 
q Body dimensions, DPDT 
@ R13-527D-02-BB On-Off 125V 03P2501 4.14 H=12.7, W=11.43, D=9.56 
SPST, 3 A, Solder Features: © Contact rating (Push Button): 0.4VA at 20Vac/dc 
@ R13-548A-05-BB Off-(On) 125V 03P2503 2.91 © Separate bodies, bezels and actuators for © Contact rating (Rocker/Lever): 5A at 28Vdc or 
@ R13-502A-05-B Off-(On) 425V) 03P2485 2.04 increased versatility 115Vac, 2A at 250Vac 
= © One body type for rocker and lever actuators, one  ® Electrical life: 50000 ops. 
@ R13-502A-05-R Off-(On) 125V 03P2486 2.04 body type for push buttons © Contact resistance: 20mO at 4Vdc 
@ R13-502MA-05-B Off-(On) 125V 03P2487 334 © Choice of bezels and actuator colors © Operating temperature: -30°C to +85°C 
@ R13-502MA-05-R Off-(On) 125V 03P2488 3.31 @ Epoxy sealed rocker and lever switch bodies @ (On) = Momentary action 
@ R13-24A-05-BB Off-(On) 125V 03P2471 1.89 —— Price Each 
@ R13-548CL-05-BG OfF(On 250V 03P2505 Switch Contact Contact jesus 
@ R13-548CL-05-BR 0 oy 250V 03P2506 — Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-24+ 
Sern : DPDT, 3A, Solder 
@ R13-23A-05-BB Off-(On’ 250V 03P2459 $ 2 
© R13-23A.05-8G 0 ron 50V 03P2460 - = @ 7MD7A4000M1QE On-Off 120V 28V 99K0278 4.49 
@ R13-23A-05-BR Off-(On) 250V 03P2461 2.20 pee e soot 
© R13-23A05-BW OfF(On) 50V 03P2462 aa @ 7MS7A2000M1QE Off-(On) 120V 28V 99K0279 0.28 
@ R13-548DL-05-BG Off-On 250V 03P2507 1.19 For Use | Price Each” 
@ R13-548DL-05-BR Off-On 250V 03P2508 3.89 Mfg. Part No. Description With Stock No.| 1-1-99+ 
@ R13-548B-05-BB On-O 125V 03P2504 Em @ 7R02 Black Bezel Multicomp Subminiature Snap In Switches | 99K0280 0.03 
@ R13-23B-05-BB On-0 250V 03P2463 ar @ 3R62 Black Switch Actuator | Multicomp Subminiature Snap In Switches | 98K8624 0.03 
@ R13-23B-05-BG On-O 250V 03P2464 2.15 @ 3R72 Black Switch Actuator Multicomp Basic Switches 98K8629 0.03 
@ R13-23B-05-BR On-O 250V 03P2465 215 @7R12 Black Switch Actuator Multicomp Pushbutton Switches 99K0281 0.06 
@ R13-23B-05-BW On-O 250V 03P2466 2.09 @ 3R67 Blue Switch Actuator | Multicomp Subminiature Snap In Switches | 98K8628 0.03 
SPST-NC, 3A, Solder - @ 3R63 Red Switch Actuator | Multicomp Subminiature Snap In Switches | 98K8625 0.06 
@ R13-509B-05-BB On{(O' 125V 03P2493 1.89 @7R13 Red Switch Actuator Multicomp Pushbutton Switches 99K0282 0.04 
@ R13-509B-05-BR On-(O 425V 03P2494 1.89 @ 3MD1M1QE | Switch Body, DPDT | Multicomp Rocker and Paddle Switches | 98K8610 2.33 
@ R13-24B-05-BB On-(0 125V 03P2475 1.89 @ 3MD3M1QE | Switch Body, DPDT | Multicomp Rocker and Paddle Switches | 98K8614 2.49 
@ R13-24B-05-BR On-(O 425V 03P2476 ATS @ 3MD4M1QE | Switch Body, DPDT | Multicomp Rocker and Paddle Switches | 98K8615 2.92 
@ R13-24BL-05-BB On-(O} 425V 03P2477 1.84 @ 3MS1M1QE | Switch Body, SPDT | Multicomp Rocker and Paddle Switches | 98K8617 2.19 
@ R13-24BL-05-BR On-(0' 125V 03P2478 1.94 @ 3MS4M1QE | Switch Body, SPDT | Multicomp Rocker and Paddle Switches | 98K8622 Boy) 
SPST-NO, 3A, Solder : @ 3MS5M1QE | Switch Body, SPDT | Multicomp Rocker and Paddle Switches | 98K8623 2.30 
@ R13-509A-05-BB Off-(On) 125V 03P2491 1.84 PIM_116570 
@ R13-509A-05-BR Off-(On) 125V 03P2492 0.68 
@ R13-24A-05-BR Off-(On) 125V 03P2472 1.89 PUSHBUTTON SWITCHES - MC3310 SERIES @ 
@ R13-24AL-05-BB Off-(On) 125V 03P2473 0.32 . phe ‘ multicomp 
© Snap-In panel mountin 
@ R13-24AL-05-BR Off-(On) 125V 03P2474 1.94 eanenccus A 4 
PIM_142171 © 8mm Isulation spacing LAN 
@ 4.8 x 0.8 push-on quick connect terminals 
@ (On) = Momentary action 
ULTRAMINIATURE PUSHBUTTON SWITCHES - @ @ VDE and ENEC Approvals, UL Recognized q ly 
SEALED multicomp 
Features Illumination Switch Price Each 
© Sealed to IP 67 Ose Mfg. Part No. Color Operation Stock No. 1-24+ 
Ser a Available DST, 16 A, Quick Connect, Solder 
Glass filled nylon housing and base @ MC3310-051-05 Green On-Off 74M3095 — 


UL 94V-0 Flammability rating 
Epoxy sealed terminations 
Specifications 


PIM_115570 


YB2 SERIES PANEL SEAL ILLUMINATED 


© Contact Rating - Max.: 0.4VA @ 20V acide © Insulation resistance: >500MR mM ] < | < 
© Mechanical life: 40000 operations © Operating temperature: -30°C to +85°C PUSHBUTTONS 
© Contact resistance: <50mR © Dimensions (mm): H = 5.8, W=7,D=4.5 SWITCHES 
Switch Contact Contact Price Each 

Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-24+ 
DPDT, 100 mA, Solder 
@ P8UD8WR2C2M6RES On-(On) 20V 20V 08N3262 4.08 
@ P8UD8WR2C2M2RES On-(On) 20V 20V 95M3283 3.88 
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SWITCHES — PUSHBUTTON STANDARD 


YB2 SERIES PANEL SEAL ILLUMINATED, PUSHBUTTONS 


Specifications: 


© Power Level (silver): 3A @ 125V AC or 3A @ 250V_ ® Distinctive long stroke and 


AC or 3A@ 30V DC 

@ Logic Level (gold): 0.4VA maximum @ 28V AC/ 
DC maximum 

© Contact Resistance: 50 milliohms maximum for 
silver; 100 milliohms maximum for gold 

@ Dielectric Strength: 1,000V AC minimum between 
contacts for 1 minute minimum 

© Operating Temperature Range:-25°C through 
+50°C (-13°F through +122°F) for Illuminated 

Features: 

@ 24mm square and 25mm diameter pushbuttons 
with the shortest above-panel dimension (1.8mm) 
in the industry for splashproof design 

© Meets IP65 of IEC60529 standards (similar to 
NEMA 4 and 13), providing dust tight and splash- 
proof panel seal protection 

© Tamper resistant 18mm square and 19mm 
diameter actuators 


behind-panel space 


Geacin . 
Compliant 
ight touch actuation for clear Available 
indication of circuit status 

Choice of cap colors includes clear, brushed 
chrome, red, green, or amber, for enhanced panel 
appearance. Metallic silver cap option has brigh' 
round only) 

Bezel color options in black or brushed chrome 
Brushed chrome option is lighter weight than actual 
metal switches due to metal plating on resin 
Available in momentary and alternate action with 
jatchdown 

Crisp actuation and clear circuit status provided 
by snap-action contact mechanism. Arc barrier 
protects against crossover 

Combination solder lug and .110” quick connect 
erminals. Terminals are epoxy sealed to lock out 
lux, dust, solvents, and other contaminants, as 
well as to secure terminals and improve contac 


© Short body of .965” (24.5mm) conserves stability 
Illumination Switch Price Each 

Mfg. Part No. Color Operation Stock No. 1-9+ 
DPDT, 100 mA, Quick Connect, Solder 
@ YB25RKG01-2CF05-JB Green, Red On-(On) 11X1611 34.30 
DPDT, 3 A, Quick Connect, Solder 
@ YB225CWCPW01-5D-JS Amber On-(On) 11X1478 42.24 
@ YB226CWCKWO01/CUL-5D-JB Amber On-On 11X1512 47.03 
@ YB226CWCPW01-5D-JS Amber On-On 11X1521 41.25 
@ YB225CWCPW01-5F12-JS Green On-(On) 11X1479 47.16 
@ YB225CWCPW01-6F-JS Green On-(On) 11X1480 47.16 
@ YB216CWCKW01-5F12-FB Green On-On 11X1426 38.78 
@ YB226CWCPW01-5F05-JB Green On-On 11X1522 46.47 
@ YB25CKW01-2CF24-JB Green, Red On-(On) 11X1551 25.72 
@ YB215CWCKW01-5C-CB Red On-(On) 11X1357 31.94 
@ YB225CWCPW01-5C-JS Red On-(On) 11X1477 42.24 
@ YB216CWCKW01-5C-CB Red On-On 11X1415 33.85 
@ YB226CWCPW01-5C-JS Red On-On 11X1520 41.25 
@ YB215CWCPW01-6B-JB White On-(On) 11X1386 41.94 
SPDT, 3 A, Quick Connect, Solder 
@ YB215CWCPW01-5D-JS Amber On-(On) 11X1385 51.24 
@ YB216CWCPW01-5D-JS Amber On-On 11X1441 41.65 
@ YB215CWCPW01-6G-JS Blue On-(On) 11X1389 44.56 
@ YB216CWCPW01-6G-JS Blue On-On 11X1442 46.47 
@ YB215CWCPW01-6F-JS Green On-(On) 11X1388 57.54 
@ YB215CWCPW01-5C-JS Red On-(On) 11X1384 39.69 
@ YB216CWCPW01-5C-JS Red On-On 11X1440 41.65 
@ YB215CWCPW01-6B-JS White On-(On) 11X1387 44.56 


PIM_212907 


MB2000 SERIES Miniature Pushbuttons 


MB2011SS2G30-CA 


MB2011SS2W13-CA 


Specifications: 

© Electrical Ratings: 6A @ 125V AC & 3A @ 250V 
AC or 3A@ 30V DC 

© Logic level (gold contacts): 0.4VA maximum @28V 
AC/DC maximum 

© Contact Resistance: 10 milliohms maximum for 
silver; 20 milliohms maximum for gold 

@ Dielectric Strength: 1,000V AC minimum between 
contacts for 1 minute minimum 

© Operating Temperature Range: -30°C through 
+85°C (-22°F through +185°F) 

Features: 

® Guide interlocked with actuator block prevents 
window locking and maintains correct plunger 


MI<i< 


SWITCHES 


RoHS 
Compliant 
Available 


= 


=> < 
MB2061SS1W01 


life in AC circuits 

High torque bushing construction prevents rotation 
or separation from frame during installation 
Splashproof option (D3 and B3 bushing codes) 
features an o-ring within the bushing and one un- 
der the face nut to protect from splashed, sprayed, 
or spilled liquids 

High insulating barriers, formed in the molded 
daillyl phthalate case, increase isolation of circuits 
in multipole devices 

Prominent external insulating barriers increase 
insulation resistance and dielectric strength 

Epoxy ealed terminals prevent entry of solder flux 
and other contaminants 


alignment to assure contact stability © Clinching of the frame to the case well above the 
@ Employs an over-center actuator mechanism, base and terminals provides 1,500V dielectric st 
which diminishes sparking and increases operating rength 
Switch Contact Contact Price Each 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-9+ 
DPDT, 100 mA, Solder 
@ MB2061SS1G01 On-(On) 28V 28V 10X4076 14.22 
DPDT, 100 mA, Solder, Red Cap 
@ MB2061SS1G01-CC | On-(On) 28V 28V 10X4080 9.84 
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@ Indicates RoHS Compliant 
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MB2000 SERIES Miniature Pushbuttons (CONT.) 


Switch Contact | Contact | Price Each 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-9+ 

DPDT, 6 A, Solder 

@ MB2061SB1W01 On-(On) 125V 30V 10X3997 13.03 
@ MB2061SD3W01 On-(On) 125V 30V 10X4069 12.64 
@ MB2061SS1W01 On-(On) 125V 30V 10X4086 — 
@ MB2061SS1W03 On-(On) 125V 30V 10X4099 12.47 
DPDT, 6 A, Solder, Black Cap 

@ MB2061SB1W01-DA On-(On) 125V 30V 10X4002 10.90 
@ MB2061SB3W03-DA On-(On) 125V 30V 10X4050 12.44 
@ MB2061SS1W01-BA On-(On) 125V 30V 10X4087 8.50 
@ MB2061SS1W01-CA On-(On) 125V 30V 10X4089 8.54 
DPDT, 6 A, Solder, Red Cap 

@ MB2061SS1W01-CC On-(On) 125V 30V 10X4092 8.54 
SPDT, 100 mA, Solder, Black Cap 

@ MB2011SS2G30-CA On-(On av] av __—«s:_=—«*10X3925 8.12 
SPDT, 6 A, Solder 

@ MB2011SS1W03 On-(On 125V 30V 10X3887 5.89 
@ MB2065SB1W01 On-On 125V 30V 10X4153 7.07 
SPDT, 6 A, Solder, Black Cap 

@ MB2011SS1W01-CA On-(On 125V 30V 10X3869 9.65 
@ MB2011SS1W03-CA On-(On) 125V 30V 10X3892 6.45 
@ MB2011SS2W13-CA On-(On) 125V 30V 10X3947 10.08 
SPDT, 6 A, Solder, Red Cap 

@ MB2011SS1W01-CC On-(On 125V 30V 10X3871 6.32 
@ MB2011SS1W03-CC On-(On) 125V 30V 10X3893 6.45 
PIM_212876 


YB2 SERIES PANEL SEAL NON-ILLUMINATED 


PUSHBUTTONS 


Specifications: 


© Power Level (silver): 3A @ 125V AC or 3A @ 250V 


AC or 3A@ 30V DC 

© Logic Level (gold): 0.4VA maximum @ 28V AC/ 
DC maximum 

© Contact Resistance: 50 milliohms maximum for 
silver; 100 milliohms maximum for gold 

@ Dielectric Strength: 1,000V AC minimum between 
contacts for 1 minute minimum 

© Operating Temperature Range: -25°C through 
+70°C (-13°F through +158°F) 

Features: 

@ 24mm square and 25mm diameter pushbuttons 
with the shortest above-panel dimension (1.8mm) 
in the industry for splashproof design 

© Meets IP65 of IEC60529 standards (similar to 
NEMA 4 and 13), providing dust tight and splash- 
proof panel seal protection 

@ Tamper resistant 18mm square and 19mm 


SWITCHES 
Distinctive long stroke and RoHS — 
light touch actuation for clear Compliant 
indication of circuit status Available 
Choice of cap colors includes 
clear, brushed chrome, red, green, or amber, for 
enhanced panel appearance. Metallic silver cap 
option has bright (round only) 
Bezel color options in black or brushed chrome 
Brushed chrome option is lighter weight than actual 
metal switches due to metal plating on resin 
Available in momentary and alternate action with 
latchdown 
Crisp actuation and clear circuit status provided 
by snap-action contact mechanism. Arc barrier 
protects against crossover 
Combination solder lug and .110” quick connect 
terminals. Terminals are epoxy sealed to lock out 
flux, dust, solvents, and other contaminants, as 
well as to secure terminals and improve contact 


diameter actuators stability. 
@ Short body of .965” (24.5mm) conserves @ Custom legends on actuator available 
behind-panel space 
Switch Contact Contact Price Each 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-9+ 
3A, Quick Connect, Solder 
@ YB215CWSPWO01-N-P On-(On) 250V 30V 11X1404 32.97 
DPDT, 100 mA, Quick Connect, Solder 
@ YB225CWCPG01 On-(On) 28V 28V 11X1474 34.06 
@ YB225CWSPG01 On-(On) 28V 28V 11X1487 34.06 
@ YB226CWCPG01 On-On 28V 28V 11X1517 35.93 
@ YB226CWSPG01 On-On 28V 28V 11X1529 35.93 
DPDT, 3 A, Quick Connect, Solder 
@ YB225CWCPW01 _ -(On) 250V 30V 11X1475 31.94 
@ YB225CWCPWO01-N-P On-(On) 250V 30V 11X1476 45.92 
@ YB225CWSPWO01 On-(On) 250V 30V 11X1488 41.22 
@ YB225CWSPWO01-N-P On-(On) 250V 30V 11X1489 35.56 
@ YB226CWCPW01 On-On 250V 30V 11X1518 33.85 
@ YB226CWCPW01-N-P On-On 250V 30V 11X1519 37.45 
@ YB226CWSPW01 On-On 250V 30V 11X1530 33.85 
@ YB226CWSPWO01-N-P On-On 250V 30V 11X1531 48.35 
SPDT, 100 mA, Quick Connect, Solder 
@ YB215CWSPG01 On-(On) 28V 28V 11X1402 35.93 
@ YB216CWCPG01 On-On 28V 28V 11X1437 32.37 
@ YB216CWSPG01 On-On 28V 28V 11X1449 32.37 
SPDT, 3 A, Quick Connect, Solder 
@ YB215CWCPW01 On-(On) 250V 30V 11X1382 29.37 
@ YB215CWCPW01-N-P On-(On) 250V 30V 11X1383 32.97 
@ YB215CWSKWO01-N-FB On-(On) 250V 30V 11X1395 25.93 
@ YB215CWSPWO01 On-(On) 250V 30V 11X1403 29.37 
> CONTINUED > 
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SWITCHES & SENSORS 


SWITCHES — PUSHBUTTON STANDARD 


YB2 SERIES PANEL SEAL NON-ILLUMINATED PUSHBUTTONS (CONT.) 


PUSHBUTTON SWITCHES (CONT.) 


Switch Contact Contact | Price Each 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-9+ 

SPDT, 3 A, Quick Connect, Solder 

@ YB216CWCPWO01 On-On 250V 30V 11X1438 31.35 
@ YB216CWCPW01-N-P On-On 250V 30V 11X1439 34.92 
@ YB216CWSPWO01 On-On 250V 30V 11X1450 31.35 
@ YB216CWSPW01-N-P On-On 250V 30V 11X1451 34.92 
PIM_212872 


OLED SMARTSWITCHTM PUSHBUTTON SWITCHES 


Features: 

© Viewing area: 15.5mm x 11.6mm 

@ High reliability and long life of three million actuations 
minimum 

High resolution of 64RGB x 48 pixels 

Epoxy sealed straight PC terminals 

Snap-in standoff for easy, secure mounting and alignment 
Organic LED technology; now with 30,000 hours life and 
30% less power consumption 


MI<Ii< 


SWITCHES 


@ 54-474 Off-(On) e 48V 32M5478 = 
PIM_132348 
ESE20C AND ESE20D SERIES MOMENTARY 1 
PUSHBUTTON SWITCHES Panasonic 
Gesinpiat 
Available 
‘ 
Fig. 2 Fig. 1 


Specifications: 

© User-friendly tactile feedback when operated 

Long over-travel — full travel: 2.5mm 

Rated: 0.01A 5VDC to 0.1A 14VDC (resistive load) 
Mounting height 8.9mm 

Operating mode: non-lock 


Applications: 

© ESE20C series for automotive use — heater 
controls, overdrive, steering operation switches 

@ ESE20D series for consumer electronic equipment 
— secondary power switches for lower voltage and 


e 
e 
e 
e mode switches 


e Range of 65,536 colors in 16 bit mode, 256 colors in 8 Switch Contact Price Each 
bit m ode Mfg. Part No. Operation Voltage DC Stock No. 1-9+ 
© Full viewing angle of 180° ; 
© Exceptional contrast: 50 times greater than previous LCD SPST, 100 mA, Solder, 12.5 mm, Formed Terminal 
pro ducts @ ESE-20C321 Momentary Spring Return 14V 8372694 = 
® Four times more enhanced resolution SPST, 100 mA, Solder, 12.5 mm, Formed Terminal 
@ High resolution provides sharp, clear images of ver y small characters ; 
© Operated by commands and data supplied via serial communicat ions (SPI) @ ESE-20D321 Momentary Spring Return 14V 8372702 = 
© Distinct, long travel of 4.5mm (same as KP01 Series) SPST, 100 mA, Solder, 12.5 mm, Straight Terminal 
® Dust fight construction @ ESE-200323 Momentary Spring R 14V 8372695 
: : - ry Spring Return 1.06 
© Stylish, translucent black h d : 
Cee ee ee @ ESE-200343 Momentary Spring Return 14V 8372697 1.53 
The OLED Pushbutton is a pushbutton switch with a built-in color OLED display. Enhance your designs with SPST, 100 mA, Solder, 17.5 mm, Formed Terminal 
a switch that runs video or image sequences. Ideal for control rooms with real-time data, operator training = 
equipment, broadcast panels, kiosks, etc. OLED display life is 60K hours at 50 cd/m2 with 40% pixels on (typical @ ESE-200421 Momentary Spring Return 14V 8372698 1.06 
for many applications). @ ESE-20C0441 Momentary Spring Return 14V 8372700 0.26 
Contact Price Each PIM_208961 
Mfg. Part No. Contacts Current Stock No. 1+ 
Pualce Metrh: Die play Movs, SF linteriebe ESB33 SERIES VERTICAL PUSHBUTTON SWITCH [> zapq ii 
ISC15ANP4 SPST-NO 100mA 09X9992 80.23 Specifications: a aso Ic 
PIM. 211892 @ Rated: SOWA 3VDC to 0.2A 14VDC (resistive load) Hai ; 
= © Travel: Full 2.3mm; Lock 4.5mm penal 
© Operating mode: self-lock 
PUSHBUTTON SWITCHES ® © Switching mode: non-shorting 
IN] 7 E © Operating force: 3N+1N 
@ Low profile — mounting height: 6mm 
ans ee ae @ Lever color: light yellow 
Gee eimpiat Applications: es 
Available @ Autos — heater control operation switches 
© Consumer electronic equipment — secondary 
power switches for lower voltage and mode switch- 
Contact Price Each 
T Mfg. Part No. Voltage DC Stock No. 1-9+ 
Features: © Current rating: 3A at 125VAC DPDT, 200 mA, Solder 
© ACIDC rated © Insulation resistance: 100 MO at 500VDC @ ESB-33133 14V 8372658 1.10 
© Quick make, quick break contacts © Dielectric strength: 1000VRMS PIM. 208956 
© Self-cleaning contacts © Operating temperature: +14°F to +131°F (-10°C. _ 
© Suitable for foot switches io +55°C) 
© Typical actuation force: 6 to 8lbs © Electrical life: 5,000 cycles ESB30 SERIES PUSHBUTTON SWITCH RoHS _ 7 
Specifications: © Mechanical life: 30,000 cycles eomptent Panasonic 
Switch Contact Contact | Price Each Features: @ Formed terminals 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-24+ @ Reduced interlock operation switching noise @ Lever height 20.5mm 
SPST. 10 A, Wire Leaded. 250 VAC (-10dB compared to the current value) ® Mounting height: 12.5mm 
- - - @ Simultaneous locking prevention mechanism Applications: 
@ 54-132 On-Off 250V 250V 11R7930 aa Specifications: © Autos — air conditioners and hazard operation 
SPST, 15 A, Screw, 250 VAC @ Rated: 50U/A 3VDC to 0.2A 14VDC (resistive load) switches 
@ 54-134 Off(On) 250V 125V 71R7931 = @ Travel: Full 3.5mm; Lock 2.5mm © Consumer electronic equipment — secondary 
© Operating mode: self-lock power switches for lower voltage and mode 
@ 54-135 On-(Off) 250V 125V 32M5306 = © Switching mode: non-shorting switches 
@ 54-133 On-Off 250V 125V 32M5304 = © Operating force: 2N+1N 
SPST, 3A, Solder, 125 VAC Contact Price Each 
@ 54-385 Off-(On) 125V 32M5410 ae Mfg. Part No. Voltage DC Stock No. 1-9+ 
@ 54-385A Off-On 125V 32M5411 pes DPDT, 200 mA, Solder 
SPST, 3 A, Solder, 250 VAC @ ESB-30B102 14V 8372656 0.62 
@ 54-388 Off-(On) 250V & 32M5414 = PIM_208954 
@ 54-390 Off-(On) 250V 8 23K7786 ene 
@ 54-391 Off-(On) 250V 32M5416 _ 30mm NON-ILLUMINATED PUSH-PULL SWITCHES SQUARE FE) 
@ 54-394 Off(On) 250V Be 96K3507 aa Same as 9001KR series pushbuttons except maintained F ; 
SPST, 50 A, Screw, 12 VDC action and offers legend plate marked “Pull to Start’, PU by Schneider Electric 
@ 54-576 Off-(On) a 12V 41R7940 = “Push to Stop”. Includes 1 NO & 1 NC contacts. Red 10 Sti Pus @ G 
knob. Contact blocks accept two 12-24AWG solid or © Stop] 
SPST, 6 A, Solder, 250 VAC stranded wires. NEMA A600 rated @ 120VAC, 60A 
@ 54-066 Off-(On) 250V 250V 32M5248 eee make/6A break/10A continuous; @ 240VAC, 30A make/3A C € 
@ 54-067 On-(Off) 250V 250V 32M5249 = break/10A continuous. 9001SKR series has NEMA 4X 
corrosion-resistant black bezel. UL listed, CSA certified, 
SPST-NO, 2A, Screw, 48 VDC CE compliant. 
@ 54-375 Off-(On) see 48Vv 32M5400 = 
@ 54-376 Off-(On) oH 48v 32M5401 = 
SPST-NO, 400 mA, Screw, 48 VDC 
> CONTINUED > > CONTINUED > 
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SWITCHES & SENSORS 
SWITCHES — PUSHBUTTON STANDARD 


30mm NON-ILLUMINATED PUSH-PULL SWITCHES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


XB4 SERIES 22mm PUSH BUTTONS (CONT.) 


Switch Price Each Switch Contact Price Each 
Mfg. Part No. Contacts Operation Stock No. 1-4+ Mfg. Part No. Operation Voltage AC Stock No. 1-4+ 
9001KR9RH13 DPST-1NO, SPST-NC On-(On) 50F4630 230.08 1.2 A, Screw, Light Module 
@ 9001KR9RH6 SPST-NC Push-Pull 16B9463 203.25 @ XB4BVG4 Ee 600V 41R7917 86.88 
Mushroom @ XB4BVG5 y 600V 8006518 101.90 
9001SKR9RH13 SPDT Push-Pull 16F4051 205.87 1.2 A, Screw, Pilot Light LED 
PIM_3394 @ XB4BVB5 ifs 600V 7204473 77.95 
@ XB5AVG3 a 600V 8006595 83.24 
30mm NON-ILLUMINATED MOMENTARY SQUARE [=] Meee 5 600V gocessé | 55.64 
PUSHBUTTON OPERATORS SPST-NC, 1.2 A, Screw, Flush Complete Non-lllum 
by Schneider Electric @ XB4BA42 Momentary Spring Return 600V 8006474 41.43 
Gee tinsiat @ XB5AA42 Momentary Spring Return 600V 94B9971 30.67 
Available SPST-NC, 1.2 A, Screw, Projecting Complete Non-Illum 
@) @ @ XB4BL42 Momentary Spring Return 600V 80C6499 42.10 
SPST-NO, SPST-NC, 1.2 A, Screw, Flush Complete Illum 
@ XB4BW35G5 Momentary Spring Return 600V 8006545 168.40 
9001KR1U 9001KR2U PIM_208201 
9001KR3U 
30mm round, pushbuttons are oiltight/watertight and meet NEMA 4, 13. Include one each black, red, green, 
yellow, orange, blue, white button inserts. For complete assembly, see contact blocks. Complete pushbutton = HARMONY™ BIOMETRIC SWITCHES Schneider 
operator + contact block(s). UL listed, CSA certified, CE compliant. Features 3 
Switch Price Each © Protect access to your operators and equipment while lowering costs & Electric 
= © Compact and easy to install RoHS 
Mfg. Part No. Contacts Operation Stock No. ihe © User-friendly as fingerprint is your key Gee tinaian 
@ 9001KR25R a (On) 66F3455 102.43 © Quick and easy set-up using stand-alone programming Available 
9001SKR1U DPST On-(On) 16F4046 47.47 : alate processing assures operator anonymity @) (oy 
pecifications ir 
9001SKR2U DPST-1NO, SPST-NC On-(On) 16F4047 50.28 © Rated supply voltage: 24 VDC with protection 
Round against reverse polarity 
@ 9001KR1UH13 DPDT On 51R1346 411.21 © Operating temperature: -5 to +50° C 
@ Housing material: polyamide PA66 
For Use Price Each Pri 
: lace | Switch Contact rice Each 
Mfg. Part No. With - StockiNes Oa Mfg. Part No. Operation Voltage DC Stock No. 1+ 
9001KR1U Square D Type K Pushbutton Switches 93F2969 50.28 200 mA, Cable 
sooaRet — - ype ; — —— aaa M28 © XB5S2B212 (On) 2aV 73R5299 536.45 
S001KR3U quate Ti Type ik Pushbutton Switches aise @ XB5S1B212 On 2aV 73R5297 528.80 
PIM_3392 200 mA, Connector 
@ XB5S1B2M12 On 24V 73R5298 573.04 
XB5 SERIES 22mm PUSH BUTTONS, SWITCHES, H , 
Price Each 
PILOT LIGHTS Schneider For Use eee 
GeElectric  _Mig-PartNo.| type With StockNo.| 1+ 
@ ZBY0101T | Legend Plate | Schneider ZB4, ZB5 and ZBE Series Pushbutton | 73R5301 Bae 
Switches 
@ ZB5SZ70 | Protective Cover] Schneider XB5S Harmony Biometric Switches | 73R5302 14.51 
PIM_176958 
MINIATURE MOMENTARY {Sewer Switeheraft 
PUSHBUTTON SWITCHES USA CONXALL’ 
Switch Contact Price Each HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 
Mfg. Part No. Operation Voltage AC Stock No. 1-24+ Gee tinaiat 
1.2 A, Screw, Pilot Light LED Available 
@ XB5AVG3 ei 600V 8006595 83.24 
@ XB5AVG4 m5 600V 80C6596 55.64 923, 933 
SPST-NO, SPST-NC, 1.2 A, Screw 
@ XB5AA731327 Momentary Spring Return 600V 5275814 140.30 903X, 913X 
@ XB5AL73415 Momentary Spring Return 600V 85R3662 91.18 Molded red or black plastic pushbutton enclosed in metal housing. Solder lug terminals. Integral nickel silver 
SPST-NO, SPST-NC, 1.2 A, Screw, Flush Complete Illum contacts rated 250mA, 30 watts maximum AC non-inductive. SPDT, break before make. Mfg. part nos. 903, 913 
_ are front mount in 0.469"(11.91) mounting hole for panel up to 0.297"(7.54) thick. Mfg. part nos. 923, 933 are 
© XB4BW35G5 Momentary Spring Return 800V 80C6545 168.40 rear mount in 0.250"(6.35) mounting hole for panel up to 0.156"(3.96) thick. All are bushing mount. 
Price Each Switch Price Each 
Mfg. Part No. Description Stock No.|  1-1-4+ Mfg. Part No. Operation Stock No. 4-9+ 
@ XB5AD33 | 3-position +45° 2NO Selector Switch with slow-break standard] 27C1442 | 84.11 SPDT, 250 mA, Black 
silver alloy (Ag/Ni) contacts © 933 (On) 22F235 833 
PIM_208205 @ 913X (On) 89K7684 5.38 
SPDT, 250 mA, Red 
XB4 SERIES 22mm PUSH BUTTONS Schneider © 923 (On) 22F231 6.61 
& Electric @ 903X (On) 89K7683 5.96 


Switch Contact Price Each 
Mfg. Part No. Operation Voltage AC Stock No. 1-4+ 
1.2 A, Screw, Complete Pilot light 
@ XB4BVG1 ae 600V 8006516 66.32 
> CONTINUED > 
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ALCOSWITCH BLUE SERIES PUSHBUTTON 
SWITCHES 

® Contact configuration: SPDT or DPDT 

© Contact rating: 3A @ 125VAC, 60mA @ 30VDC 
© Operating temperature: -20°C to 80°C 


RoHS 
Compliant 
Available 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 
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ALCOSWITCH BLUE SERIES PUSHBUTTON SWITCHES (CONT.) 


Switch Contact Contact Price Each 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-49+ 

DPDT, 3 A, Through Hole 

@ MPS-203R On-(On) 125V 6175606 15.17 
DPDT, 60 mA, Through Hole 

@ MPS2004R On-(On) 30V 7579141 25.32 
@ MPS2004RPC On-(On) 30V 7579142 25.32 
@ MPS2004N On-On 30V 7579139 28.57 
@ MPS2004NPC On-On 30V 7579140 28.57 
SPDT, 3 A, Through Hole 

@ MPS-103F On-(On) 125V 2674489 15.79 
@ 1977740-2 On-(On) 125V 2772359 15.91 
SPDT, 60 mA, Through Hole 

@ MPS1004F On-(On) 30V 7579136 21.19 
@ MPS1004FPC On-(On) 30V 7579137 = 
@ MPS1004DPC On-On 30V 7579135 16.08 
PIM_203490 


ALCOSWITCH MSPM SERIES MAGNETIC-REED 


MOMENTARY LONG = TE 

LIFE PUSHBUTTON conectvy 

SWITCHES sufnionres airman 
RoHS — 
Compliant 
Available 


Glass-to-metal hermetically-sealed gold contacts rated 1.0VA optimum (100mA max., 100VDC max.). Bushing 
length: 0-320°L. 1/4-40 UNS-2A. Dia.: 0.510”. Life expectancy: 5,000,000 cycles @ 0.1VA; 50,000 cycles @ 
5VA. With cap. 


Switch Contact Price Each 
Mfg. Part No. Operation Voltage DC Stock No. 1-9+ 

DPDT, 6 A, Solder, Red 

@ MSPM101C204 Off-(On) 50V 16M2800 ex 
SPST-NC, 100 mA, Solder, Black 

@ MSPM101B104 On-(On) 50V 02M5779 ee 
SPST-NC, 100 mA, Through Hole, Black 

@ MSPM101B004 On-(On) 50V 86K9443 ae 
SPST-NO, 100 mA, Solder, Red 

@ MSPM101C104 Off-(On) 50V 02M5780 29.91 
@ MSPM101CS104 Off-(On) 50V 15M6259 a 
PIM_4772 


ALCOSWITCH MPG SERIES MUSTANG PUSHBUTTON 
SWITCHES 


@ Includes cap 


© Solid silver with gold flash contacts rated 6A @ 125VAC, 3A @ 250VAC, 4A @ 28VDC TUHORGED GISTRBUFGR 
© Gold flash wire/lug terminals RoHS 

@ Bushing: 0.470°L; 15/32-32UNS-2A Geesinpiat 
@ Dielectric strength: 1,500Vrms Available 
© Life expectancy: 50,000 operations 

© Caps sold seperately C9 series 

@ Electrical life: Push-on/push-off 30,000, momentary 

20,00 
Switch Contact | Contact Price Each 
Mfg. Part No. Operation Voltage AC | Voltage DC Stock No. 1-24+ 
4770: ALCOSWITCH - 
MPA SERIES 
MINIATURE 
PUSHBUTTONS 

3PDT, 6 A, Solder 

@ MPG306F Momentary Spring Return 250V 28V 94F211 22.78 

@ MPG306D Push On-Push Off 250V 28V 50B6863 26.20 
4PDT, 6 A, Solder 

@MPG-406R | Momentary Spring Return 125V 28V 61F758 29.51 

@ MPG406N Push On-Push Off 250V 28V 96B5028 19.43 

DPDT, 6 A, Solder 

@MPG-206R | Momentary Spring Return 125V 28V 61F994 24.84 

@ MPG-206N Push On-Push Off 125V 28V 61F993 a 

DPDT, 6 A, Through Hole 

@ MPG206RPC | Momentary Spring Return 250V 28V 61F759 27.38 

SPDT, 6 A, Solder 

@ MPG106F Momentary Spring Return 125V 28V 61F757 17.67 

@ MPG-106D Push On-Push Off 125V 28V 61F756 18.82 
PIM_471 
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SWITCHES & SENSORS 


ALCOSWITCH MPA SERIES MINIATURE 


PUSHBUTTONS 


© Solid silver with gold flash contacts rated 6A @ 125VAC, 3A @ > 


250VAC, 4A @ 28VDC 


© Gold flash solder terminals 

© Dielectric strength: 1,500Vrms 

@ Life expectancy: 50,000 operations 

@ High-torque bushing shoulder, 0.280°L, 1/4-40 UNS 2A. SPDT W 
x L: 0.320 x 0.510". DPDT W x L: 0.510 x 0.510". 


SWITCHES — PUSHBUTTON STANDARD 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


Order C-22 or C-23 series switch caps separately; go online or call. ) Gein : 
J Compliant 
Available 
Switch Contact Contact Price Each 
Mfg. Part No. Operation Voltage AC | VoltageDC | Stock No. 1-9+ 
3PDT, 6 A, Solder 
@ MPA-306F Momentary Spring Return 250V 28V 77B7993 31.42 
4PDT, 6 A, Solder 
@ MPA-406R Momentary Spring Return 125V 28V 77B7995 = 
DPDT, 6 A, Quick Connect 
@ MPA-206N Push On-Push Off 250V 28V 61F754 10.52 
DPDT, 6 A, Solder 
@ MPA206R Momentary Spring Return 250V 28V 61F755 19.64 
SPDT, 6 A, Solder 
@ MPA106F Momentary Spring Return 125V 28V 61F753 23.53 
@ MPA106D Push On-Push Off 250V 28V 61F752 18.32 
PIM_4770 
ALCOSWITCH MPE SERIES SEALED PUSHBUTTONS 
© Solid silver contacts rated 6A @ 125VAC, 3A @ 250VAC, 4A @ 28VDC _ = TE 


© Gold flash solder terminals 
@ Life expectancy: 50,000 operations 


@ High-torque bushing shoulder, 0.280"L, 1/4-40 UNS-2A. 
Order C-22 or C-23 series switch caps separately; go online or call. 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


Switch Contact Price Each 
Mfg. Part No. Operation Voltage AC Stock No. 1-9+ 
4PDT, 6 A, Solder 
@ MPE-406N Push On-Push Off 250V 61F961 25.69 
DPDT, 6 A, Solder 
@ MPE-206R Momentary Spring Return 125V 61F958 20.91 
SPDT, 6 A, Solder 
@ MPE-106F Momentary Spring Return 125V 61F957 14.65 
PIM_4767 


ALCOSWITCH MSPF SERIES MOMENTARY PUSHBUTTONS 


Silver-plated brass contacts rated 0.5A @ 125VAC. Dielectric 
strength: 1000Vrms. Life expectancy: 10,000 operations at rated 
current. SPST, but mfg. part no. MSPF-101BC0 is 2-circuit 
contact. Silver plate solder terminals. Bushing length is 0.370" 
15/32-32 UNS2A. Complete with cap and decorative nut. 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


Switch Contact Price Each 

Mfg. Part No. Operation Voltage AC Stock No. 1-9+ 
DPST, 500 mA, Solder, Black Plunger 
@ MSPF101BCO (On)-(Off) 125V 11F404 — 
SPST, 500 mA, Solder, Black Plunger 
@ MSPF101B (On) 125V 11F402 = 
SPST, 500 mA, Solder, Red Plunger 
@ MSPF101C (On) 125V 11F403 = 
PIM_4765 
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SWITCHES — PUSHBUTTON STANDARD 


COMMAND SERIES 16mm LIGHTED PUSHBUTTON SWITCHES (¢ ONT.) 45 SERIES PUSHBUTTON SWITCHES (CONT.) 
Instrument-grade switches feature snap-acting double-break, gold-plated, silver-clad contacts that satisfy logic - 
level and power switching requirements. Electrically independent of one another and isolated from the lamp Switch Price Each 
circuit, contacts are rated 0.4VA at 20VDC or peak AC, 5A at 250VAC or 24VDC resistive. Dielectric strength: Mfg. Part No. Contacts Operation Stock No. 1-24+ 
1,500Vrms. Life: 100,000 operations. Fit 0.625” (15.8) D panel hole. UL recognized E-51302. Units accept T-1- Round 
3/4 midget flanged base lamp. Order lens button sets separately; go online or call. 
Price Each @ 45-1231.11E6.000.102 SPST-NC On-O 98Y4495 53.86 
Switch Contact Contact 5 SPST-NC On-O BY4501 

Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-24+ : : = ae SPSTNG om 0 aie oe 
4PST-2NO, DPST-NC, 5A, Solder, Rectangular Switch - - —— - 
© 164122 (On}(O' 250V AV 46F3125 57.83 @ 45-1231.11E6.000.104 SPST-NO On-O 98Y4494 53.86 
Siestison |. onof | 2507. | 24v | 5amese2 | 444.87, 1e4T1 52D On-0 250V OAV 52M8862 Aaa @ 45-1231.11G6.000.101 SPST-NO On-O 98Y4496 53.85 

; 5 aa : -1231.11H6.000. SPST-NO On-O' 98Y4497 

4PST-2NO, DPST-NC, 5A, Solder, Rectangular Switch, Oiltight @ 451251 11H6,000,101 i: t 56i64 
© 165TL22 (On){0 250V DAV 31meaaa = @ 45-1231.11J6.000.101 SPST-NO On-O' 98Y4498 53.84 
4PST-2NO, DPST-NG, 5A, Solder, Round Switch Saeco ike 000.108 eiol = ey || zee 
wie Tony(0% : 250 aa ATH) Ee @ 45-1231.111N6.000.101 SPST-NO On-0} 98Y4500 57.49 
© 104E 659 On-Off 250V DAV 52M8859 at @ 45-1231.21G6.000.101 SPST-NO On-O 98Y4502 56.67 
4PST-2NO. DPST-NC, 5A, Solder, Square Switch @ 45-1231.21H6.000.101 SPST-NO On-O 98Y4503 58.44 
ise Ton(0 : FEV oa 1OF3135 aaa @ 45-1231.21J6.000.101 SPST-NO On-0} 98Y4504 58.64 
ei64sie09 On) EDV OAV S2MB860 a @ 45-1231.21K6.000.101 SPST-NO On-O 98Y4505 10.45 
“GPST-3NO, 3PSTNC, 5A, Solder, SquareSwitch ~~SOSCSC~CS @ 45-1231.21N6.000.101 SPST-NO On-O 98Y4506 10.45 
einsar “(On){0 : FEV _ eee =a @ 45-1231.31E6,000.101 SPST-NO On-0O} 98Y4507 10.13 
DPST-1NO, SPST-NG, 5A, Solder, Rectangular Switch Sie lsiee ln ia = = ae eee 
@ 164711 (On)-(0' 250V AV 5OM8861 740.89 @ 45-1231.31H6.000.101 SPST-NO On-O' 98Y4510 10.13 
DPST-ANO. SPST-NC, 5A, Solder, Round Switch : @ 45-1231.31J6.000.101 SPST-NO On-O 98Y4511 38.80 
elec “(0n)(0 5 BDV av ANGIE PONE @ 45-1231.31K6.000.101 SPST-NO On-O 98Y4512 10.13 
© 164E F Onof 50V AV 52M8858 = @ 45-1231.31N6.000.101 SPST-NO On-O1 98Y4513 10.13 
PIM 4699 PIM_5736902 
65000 AND 67000 SERIES DOUBLE Pa ane Swilcherafk 16mm AND 22mm SWITCH ACCESSORIES ou D E Cc 
WIPE MULTI-STATION SWITCHES wen asa CONXALL 


HARSH ENVIRONMENT CONNECTIVITY SOLUTIONS 


RoHS j 
(o) ima { j f Ww d) A Hes Gee tinoiat 5 
a Available i 
0 
if hes \ - Padlock Cover 
ELE i if Emergency Stop Name Plate Kc2 
je Rots F 
* 1% /ompliant 
NS Bi ~ \CRELEASE, ‘Available 
— ELE SEM RET" 
Factory assembled and tested, these switches are DPDT modules with solder lug terminals. U-shaped 
bifurcated contacts, rated 3 amps AC or 0.5 amps DC, 125 volts. Alll interlock with lockout. Panel cutout: 0.313” 
(7.94) + 0.625" (15.88) x number of stations = hole-to-hole distance. 67000 series switches accept T-1-3/4 KG3 
flange base lamps in 6V, 6.3V and 28V sizes. One lamp per station. Order lamps separately; go online or call. 
5 XA9Z-KG1 
No. of HeticelEaen! Individual buttons, spring-up terminal contacts and 22mm to 30mm adapter mfg. part no. HW9Z-A30 also 
Mfg. Part No. Stations Contacts Stock No. 1-9+ available; go on ine or call. 
@ 65041K206X 4 DPDT 89K7677 43.01 5 
4 DPDT 89K7679 Raed 
© 67041K506X = Mfg. Part No. Description Stock No. 1-4+ 
@ 67081K506X 8 pevl: ESAS = @ HAAV4-27 16mm Yellow Emergency Stop Nameplate, 60mm Diameter 4351425 | 12.43 
@ B5121K206X Me pep OMEGE —_ @ HWAV-27 22mm Yellow Emergency Stop Nameplate, 60mm Diameter 74K3745 = 
PIM_4994 @ HWAV5-27 22mm Yellow Emergency Stop Nameplate, 80mm Diameter 43J1426 = 
@ HW9Z-A30 Adaptor (22mm to 30mm) 91F5658 5.79 
EC2B SERIES SWITCH ACCESSORIES @ HW9Z-RL Anti Rotation Ring 78K5984 0.51 
. | D = C @ HW-CB2C |Contact Block Mounting Adapter, for Mounting of Contact Blocks | 74K3740 1.36 
to Operator (First Pair Only) 


@ XA9Z-KG1 | E-Stop Shroud Yellow for 16mm XA E-stops with 29mm & 40 mm| 34M2077 | 26.67 
Mushroom Heads 


@ HW9Z-KG1 | E-Stop Shroud Yellow for 22mm XW & HW E-stops with 29mm &| 32M7404| 18.50 
40mm Mushroom Heads 
@ HW9Z-KG4 | E-Stop Shroud Yellow for 22mm XW & HW E-stops with 29mm & | 34M2041 14.38 
40mm Mushroom Heads 
@ HW9Z-KG3] E-Stop Shroud Yellow for 22mm XW & HW E-stops with 29mm & | 34M2040 | 23.58 
40mm Mushroom Heads 


@ HW9Z-KG2 | E-Stop Shroud Yellow for 22mm XW & HW E-stops with 29mm &| 20M7930 | 20.61 


Price Each 4mm Mushroom Heads 
Mfg. Part No. Description Stock No. 4-44 @ HW-C01 Exposed Screw Terminal Contacts, 1NC 74K3741 — 
EC2B-B21B011N2-U Hazardous Location Control Box 13AC1110 176.28 @ HW-C10 Exposed Screw Terminal Contacts, NO 74K3742 |__--- 
EC2B-B21B021N2-U Hazardous Location Control Box 13AC1131 184.86 @ HW9Z-KL1 Padlock Cover For 22mm Switches 74K3803 | 17.69 
PIM 5737824 @ HW9Z-SKP Replacement Keys for HW Series Switches 28C7212 | 12.41 
= @ HW-F01 Standard Fingersafe Contacts (IP20), 1NC 74K3743 = 
@ HW-F10 Standard Fingersafe Contacts (IP20), 1NO 74K3744 = 
45 SERIES PUSHBUTTON SWITCHES e a Oo | 
. PIM_15326 
Illuminated Pushbutton 
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22mm ILLUMINATED PUSHBUTTONS 
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Full Voltage Type 
Screw terminal units include lens, lamp, operator, lamp holder, contact block, and transformer or direct voltage 


Transformer Type 


SWITCHES & SENSORS 


WITCHES — PUSHBUTTON 22MM 


XB6 SERIES 16mm ILLUMINATED PUSHBUTTONS Schneider 


& Electric 
Spier ; 

Compliant 

Available 
OG 


The XB6 series offer direct-acting contacts and tactile/audible feedback in the same unit. Utilize integrated, 


‘i : maintenance-free, protected LED's which operate at 12 to 24VAC/VDC. Reverse polarity protection, spike and 
adapter. 1N.O.-N.C. contacts. Momentary action. Non-marking extended round lens. Rated NEMA 1, 2, 3, 3R, surge protection, and EMI protection. Complete units with quick connectors/solder tabs. Contacts: 1 N/O, 1 NIC. 
4, 4X, 5, 12, 13; IP65. UL listed, CSA certified, CE compliant. Contacts rated 3A, 300V, NEMA 4X rating. UL listed, CSA certified, CE compliant. 

Switch Price Each Switch Price Each 
Mfg. Part No. Contacts Operation Stock No. 1-4+ Mfg. Part No. Contacts Operation Stock No. 1-44 
Full Voltage Type, Green, Incandescent Mushroom, Blue 
@ ALW20911-6.24 DPSTAIND, SESTNC On-{On) PAKS Oa = XB6AF6BSB DPST-1NO, SPST-NC On 1706993 = 
Transformer Type, Green, Incandescent Rectangular, Blue 
@ ALW212611-6 DESTINO SES ENG Onn) fASO40 = © XBEDW6BSB DPST-1NO, SPST-NC (On) 1767050 | 64.47 
Round, Full Voltage Type, Amber, LED © XBEDF6B5B DPST-1NO, SPST-NC On 17C7038 64.47 
@ ALW29911D-A-120 SPDT-1NO, SPDT-NC (On) 74K3642 2] Rectangular, Green 
Round, Full Voltage Type, Green, LED XB6DW3B5B DPST-1NO, SPST-NC (On) 1707047 58.00 
@ ALW29911D-G-120 SPDT-1NO, SPDT-NC (On) 74K3643 55.21 XB6DF3B5B DPST-1NO, SPST-NC On 1707035 59.15 
Round, Full Voltage Type, Red, LED Rectangular, Red 
@ ALW29911D-R-120 SPDT-1NO, SPDT-NC (On) 74K3644 49.20 XB6DW4B5B DPST-1NO, SPST-NC (On) 1707048 50.15 
For Use Price Each XB6DF4B5B DPST-1NO, SPST-NC On 1707036 59.15 
Mfg. Part No. Type With Stock No.} 1-1-9+ Rectangular, White 
@ ALW2LU-R} Red Incandescent Lens | Idec TW Series Oiltight Switches and) 7400743 2.61 XB6DW1B5B DPST-1NO, SPST-NC (On) 1707046 58.00 
AnD Won coxshiecaws i oe hos i XB6DF1B5B DPST-1NO, SPST-NC On 1707034 46.42 
@ ALW2LU-A | Amber Incandescent Lens | Idec sa el witches an 2.42 Rectangular, Yellow 
@ ALWa2LU-G| Green Incandescent Lens [Idec TW Series Oiltight Switches and| 84c9081| 2.66 XBEDWSB5B Dro lINO cE SENG (On) ACTOS 49.60 
Pilot Devices Round, Green 
PIM_3430 XB6AW3B5B DPST-1NO, SPST-NC (On) 17€7002 46.42 
XB6AF3B5B DPST-1NO, SPST-NC On 1706990 62.00 
ALCOSWITCH MSP-3/MSPS SERIES SPST PUSHBUTTONS Round, Red 
-_ TE XB6AW4B5B DPST-1NO, SPST-NC (On) 1707003 53.47 
= 
connectivity XB6AF4B5B DPST-1NO, SPST-NC On 1706991 42.31 
‘AUTHORIZED DISTRIBUTOR Round, White 
RoHS XB6AW1B5B DPST-1NO, SPST-NC (On) 1707001 54.83 
Geoirotat —“Square, Blue 
MSPS103C 
éinuaed @ XBECW6B5B DPST-1NO, SPST-NC (On) 1707026 = 
include Cap 
Silver-plated brass contacts rated 3A @ 125VAC, for over-travel type MSP; 0.54 @ 125VAC for butt contact Square, Green 
MSPS. Life expectancy: 10,000 cycles @ rated current. Silver plate solder terminals. MSP series Dia.: 0.410”. XB6CW3B5B DPST-1NO, SPST-NC (On) 1707023 37.69 
MSPS series Dia.: 0.310". Bushing 1/4-40 UNS-2A. XB6CF3B5B DPST-1NO, SPST-NC On 4707013 41.95 
Switch Contact Contact | Price Each" Square, Red 
Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-24+ XB6CW4B5B DPST-1NO, SPST-NC (On) 1707024 47.36 
SPST-NC, 3 A, Solder PIM_61086 
@ MSP103B04 On-(On) 125V 5V [ 16M2449 3.39 
SPST-NC, 500 mA, Solder 
: 2 LIMITLESS™ WIRELESS MULTI-PROTOCOL 
@ MSPS103B On-(On) 125V z [__s7F2072 = RECEIVER Honeywell 
SPST-NO, 3 A, Solder © Wireless design 
@ MSP103C204 Off-(On) 125V 5V | 06M4169 7.84 @ Visual feedback 
OfF{O 125V 5V 84K8087 @ Remote monitoring 
@ MSP103C04 (On) | 7.34 © Signal strength 
SPST-NO, 500 mA, Solder e Reconfigurable 
@ MSPS103C On-(On) 125V ass | 61F1215 eh © Reduce costs 
@ MSPS103C0 On-(On) 125V iz | 98F181 = © Rugged thermoplastic housing 
The WMPR Series is a reliable din-rail or panel-mountable 
PIM_4773 receiver that is designed to receive a wireless signal from 
a Limitless™ digital or analog input or node. The WMPR Series receiver then communicates the Limitless™ 
digital or analog node status to an EtherNet/IP™ compliant Master device. When compared to traditional wired 
SWITCHES ACCESSORIES solutions, Honeywell's wireless solutions can 
Accessories for Wireless products greatly reduce the costs of wiring, installation, and maintenance by eliminating the need for conduit, connectors, 
and wire while significantly reducing installation and labor costs. 
Accommodating up to 14 Limitless™ digital or analog nodes, the WMPR Series is designed for applications 
requiring multiple wireless inputs. The WMPR Series receiver is menu driven through the use of function buttons 
and an easy-to-read LCD. The menu allows the user to see the status of the nodes, configure nodes, and update 
receiver functionality. 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
WMPR1A00A1A1 Receiver, No antenna, US/Canada Only 55Y4604 — 
_ | Price Each_ WMPR1A00B1A1 Receiver, No antenna, All approved countries 55Y4606 — 
Mfg. Part No. Description plockiNG: fla WMPR1A02A1A1 | Receiver, 2.2dBi Omni Tilt and Swivel Antenna, US/Canada| 55Y4608 = 
STE-1188987RFSP RF Magnetic Antenna 06AC3165 153.14 Only 
STE-1361395RFSP RF Stick Antenna 06AC3186 65.21 WMPR1A02B1A1 | Receiver, 2.2dBi Omni Tilt and Swivel Antenna, All approved | 55Y4610 = 
PIM_5737821 countries 
PIM_5527965 
1.800.463.9275 © newark.com Sirois elementiu 981 
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SWITCHES — PUSHBUTTON 30MM 


HARMONY™ XB5R WIRELESS BATTERYLESS Schneider STAINLESS STEEL VANDAL-RESISTANT PUSHBUTTON SWITCHES (CONT.) 


PUSH BUTTON & Electric Switch Price Each 
fails Mfg. Part No. Contacts Operation Stock No. 1+ 
. . Osan Solder, Flush Actuator 
Avalante @ MPO050 SPDT Off-(On) 08N4487 54.98 
te | Solder, Protruded Actuator 
@ MP0050/2 SPDT Off-(On) 08N4488 BES 
)) | | PIM_142267 
le | 
seraar eesess 16mm STAINLESS STEEL Geiinp jaa 
© Easy and quick to install © Flexibility and mobility (up to 25 m range in a PUSHEUTTON'SWITCHES Available bulgin 
© Maintenance-free factory) brand of Rskron Teehnoleay 
@ Reduce cost and time during installation © Robust design for industrial environments 
© No cable damage or screw terminal issues @ UL, CSA, CE marked 
© Eco-friendly green technology 
Price Each 
Mfg. Part No. Description Stock No. 1-5+ 
@ XB5RFBO01 Wireless Controller, 22MM 4873171 215.68 Low Button 
@ XB5RFA02 Wireless Controller, 22MM 4873170 559.66 ) 
@ XB5RMB03 Wireless Controller 4873173 289.38 Low Button Domed Button Prominent Button 
@ XB5RMA04 Wireless Controller 4873172 546.53 
@ ZBRT1 Transmitter, Wireless And Batteryless 4873178 129.78 
@ ZB5RTA1 Plastic Head, White 4873188 163.49 
@ ZB5RTA2 Plastic Head, Black 4873189 165.38 
“@zZBSRTAS-'(|-~Pastic Head, Green —~—~S~*~*~*~YS~CS*ST BAGO | 2.98 Prominent Button Dot Illuminated Ring Illuminated 
eas Metal Hieaa ites AbTS183 95 | tote @  MPOO42 and MPOO4A available wih fishy domed, one OO 
@ ZB4RTA432 Metal Head, Red 4873184 = or prominent button profile Specifications: 
@ ZB4RTAS Metal Head, Yellow 4873185 147.05 @ MP0045 available with flush, or prominent button  @ LED operating voltage: 12VDC 
meee Metal Heaiee ACTS 1E6 ERtsolda . Depth behind panel: 20.3 (MP0042 and MP0044): cSrehseEl cased 
@ ZB4RZA0 Metal Head, Spring Return 4873187 20.26 36.5mm (MP0045) 
@ ZBRRA Receiver, Programmable 4873176 443.76 * Gold plated Brass 
@ ZBRRC Receiver, Programmable 4873177 441.73 Switch Price Each 
@ ZB5RTA331 Plastic Head, Green 4873191 163.49 Mfg. Part No. Contacts Operation Stock No. 1+ 
@ ZB5RTA4 Plastic Head, Red 4873192 185.09 Screw 
@ ZB5RTA432 Plastic Head, Red 4873193 190.03 @ MP0044/1 SPS Off-(On) 95M9942 21.85 
@ ZB5RTAS Plastic Head, Yellow 4873194 149.38 @ MP0044/3 SPS Off-(On) 959944 18.64 
@ ZB5RTAG Plastic Head, Blue 4873195 WALA @ MP0042/1 SPS Off-(On) 95M9939 16.84 
@ ZB5RZA0 Plastic Head, Spring Return 4873196 24.59 @ MP0042/2 SPS’ Off-(On) 95M9940 18.20 
@ ZB4RTA1 Metal Head, White 4873179 163.49 Solder 
@ ZB4RTA2 Metal Head, Black 4873180 149.38 @ MP0045/1E0NNO0O DPD [_onof —[——(95mg954 24.72 
@ ZB4RTA3 Metal Head, Green 4873181 164.00 Screw 
@ ZB4RTA331 Metal Head, Green 4873182 211.42 @ MP0042/3 SPS Off-(On) | 95M9941 18.20 
@ ZBRRD Programmable Receiver, Wireless & Batteryless 86W6715 413.65 Solder 
ZBRCETH Communication Mod, Ethernet Modbus 38X5867 207.89 @ MP0045/1DONNOOO DPD Off-(On) 95M9945 20.75 
ZBRN1 Std Access Point W / Communication Mod 38X5868 583.41 @ MP0045/3D0NNO00 DPD Off-(On) 95M9964 24.33 
ZBRN2 Access Point, Modbus Serial Comm 38X5869 531.27 @ MP0045/3EONNO0O DPD’ On-Off 95M9965 21.09 
ZBRA2 Passive Antenna, 100MHz 38X5866 104.87 Amber, Solder 
For Use Price Each @ MP0045/1D2AM012 DPST-CO | Off-(On) | 95M9950 16.18 
Mfg. Part No. Type With StockNo.|  1-1-5+ @ MP0045/1E2AM012 DPST-CO On-Off 95M9959 4.63 
@ XB4RFA02 7 es 4873168 | 615.00 Blue, Solder 
@ XB4RFBO1 os i 4873169 | 209.55 @ MP0045/1D1BL012 DPST-CO Off-(On) 95M9947 28.36 
@ ZBA79 Switch Cap| Schneider Harmony XB5R Wireless, | 4873174 3.80 @ MP0045/1D2BL012 DPST-CO Off-(On) 95M9951 26.45 
Batteryless Push Button Switches @ MP0045/1E1BL012 DPST-CO On-O 95M9956 29.89 
© 8930XB5RDEMO | Demo Kit “ 4873197 | 860.63 @ MP0045/1E2BL012 DPST-CO On-Off 95M9961 32.38 
@ ZBRP1 mo es 86W6714 |) 290.02 Green, Solder 
@ ZBSRTC2 “ 86W6716 | 177.91 @ MP0045/1D1GN012 DPST-CO Off-(On) 95M9948 28.36 
@ ZBSRZC2 “ Harmony XB5R Series 86W6717 | __37.77 @ MP0045/1D2GN012 DPST-CO Off-(On) 95M9952 13.33 
@ ZBRAI “ XB5R and XB4R 22mm Control Units 8777250 | 177.64 @ MP0045/1E2GNO12 DPST-CO On-Off 95M9962 29.89 
PIM_196577 Red, Solder 
@ MP0045/1E2RD012 DPDT On-On 95M9963 32.38 
STAINLESS STEEL VANDAL-RESISTANT @ MP0045/1D1RD012 DPST-CO Off-(On) 95M9949 31.57 
PUSHBUTTON SWITCHES bulgin @ MP0045/1D2RD012 DPST-CO Off-(On) 95M9953 28.36 
brand of Elektron Technology PIM_113854 
: Osa ILLUMINATED VANDAL RESISTANT SWITCHES : 
bulgin 
abrand of Elektron Technology 
RoHS — 
— Compliant 
Available 
MP0050/2 MPO050 ] a 
Features: © Circuitry: SPDT-CO 
© Front panel sealed to IP68 © Termination: Solder lugs e/ 
@ Flush or protruding button @ Mechanical life: {million ops 
@ 32mm diameter @ Body and button: Stainless steel 
@ Momentary action @ Moulding: Glass filled nylon MPI001 
Specifications: @ Terminals: Tin-plated brass MP1002 
© Contact rating: 5A at 250VAC © Contacts: Fine silver Illuminated vandal resistant security switches styled to match mfg. part nos. MP0031 and MP0037 switches. 
> CONTINUED > > CONTINUED > 


982 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


SWITCHES & SENSORS 


SWITCHES — PUSHBUTTON VANDAL RESISTANT 


ILLUMINATED VANDAL RESISTANT SWITCHES (CONT.) PV5 SERIES 12MM SEALED ANTI- a 
Manufactured from stainless steel with tough polycarbonate lenses. Single pole push to make contacts. Bright VANDAL SWITCHES q => EeSWITCH’ 
daylight LEDs, dot or ring illumination, 2.8mm solder tags or screw terminations, front panel sealed to IP66, Features wW 
single hole mounting (19mm dia.). @ \andal Resistant RoHS 
rer [Picea * Wer Restn Spier 
Mfg. Part No. Contacts Operation Stock No. 1-9+ . Long Life Expectancy 
Specifications 
Amber, Screw © Contact Rating: 2A 48VDC 
@ MPI001/TERM/AM SPST (On) 50H4762 48.21 © Operating Temperature: -20°C to 70°C. 
@ MPI002/TERM/AM SPST-NO Off-On 50H4764 f © Electrical Life: 200,000 cycles 
Blue; Connector sii © Contact Resistance; 50mohm max. at 1A 12VDC 
2 ® Insulation Resistance: 1000mohm min. at A + i 
@ Dielectric Strength: 2000VAC for 1 minute 
eMPiooz2BL | SPST (On) CBG | 38.88 S00VDC @ Intrusion Protection: IP65 
@ MPI001/28/BL SPST-NO Off-(On) 9106842 45.57 5 
i Price Each 
Blue, Screw —— Pree 
Py uP TTT SPSTNO 0 0100843 Mfg. Part No. Contacts Operation Terminals Stock No. 1-9+ 
ara S (On) s5n16 Actuator Colour : Black 
ue; Red, Connector SiN 5 aa @ PV5S64011 SPST Off-(On Screw 24R3604 4.01 
* MR: ee z (On) BoNS Actuator Colour : Green 
reen, Connector SiN 7 oT @ PV5S64018 SPST Off(On Screw 24R3609 3.72 
< ug eee = (On) ei2i0) Actuator Colour : Green (Not Domed) 
ren, Quick Connect SiN oO a @ PV564018 SPST Off-(On Screw 774038 a 
@ MPI001/28/GN | (On) 8C5579 41.36 Actuator Colour : Red 
Green, Screw os 5 a @ PV5S64019 SPST Off-(On Screw 24R3610 6.12 
= Me ae ae hy ; (On) Sari Actuator Colour : White 
reen, Rea, Connector @ PV5S64012 SPST-NO Off-(On Screw 24R3605 Be 
@ mpi002/28/D1 SPST-NO (On) 75M3519 48.98 
PIM_194856 
Red, Connector 
@ MP1002/28/RD SPST (On) 18C5582 39.00 
Sean PV4 SERIES 19MM ILLUMINATED a 
o i 2 ® 
re PRS TTT aa on 7080 anyo~ SEALED ANTI-VANDAL SWITCHES <> E*SWITCH 
Features ow 
@ MPI002/TERM/RD SPST (On) 18C5587 40.90 © Vandal and water resistant RoHS 
White, Screw © Long life expectancy Geeeinpia 
@ MPI002/TERM/WH SPST-NO Off-On 87K6406 50.86 ® Colored bezel and actuator options 
Specifications 
PIM_72390 ® Contact rating: 2A 48VDC. ig 
——— @ |llumination base rating: Red, yellow and orange: = 
20mA 1.8V, Blue, green, and white: 20mA 2.8V 
VANDAL-RESISTANT SWITCHES © Operating temperature: -20°C to 70°C 
bulgin © Electrical life: 50,000 cycles 
® Contact resistance; 50mohm max. at 1A 12VDC 


abrand of Elektron Technology 


@ Dielectric strength: 2000VAC for 1 minute 


© Insulation resistance: 1000mohm min. at500VDC Intrusion protection: IP65 
Switch | Illumination Price Each 
Mfg. Part No. Contacts | Operation Color Terminals Stock No. the 
@ PV4F230SS-344 SPST On-On Blue Quick Connect | 24R3599 24.01 
@ PV4F230SS-314 SPDT On-On Red Quick Connect | 24R3592 24.01 
@ PV4F2Y0SS-341 DPDT On-(Off) Blue Quick Connect | 24R3587 25.21 
@ PV4F2G0SS-341 DPDT On-On Blue Solder 76T6892 18.63 
Gee simoiat @ PV4F2HOSS-341 DPDT On-(On) Blue Solder 76T6896 15.90 
Available 
PIM_194855 
PV3 SERIES 16MM ILLUMINATED ANT- a 
VANDAL SWITCHES {> EeSWITCH’ 
An extensive range of vandal-resistant switches designed with high resistance to wear and tear, corrosion Features ww 
and harsh use in potentially hostile environments. Manufactured from marine grade stainless steel, prominent, e Vandal and Water Resistant . RoHS 
domed and low profile buttons, front and rear panel mounting options, front panel sealing option. All versions: @ Many Function, Illumination, and Materials Geeiinpian 
(On) = Momentary action © Long Life Expectancy S Avallable 
Switch Price Each ri geangies Seance 1 
a meacael © Contact rating: ‘ 
Mfg. Part No. Contacts Operation Stock No. 1-9+ ¢ Ilumination Base Rating: Red, yellow and . 
Screw orange: 20mA 1.8V, Blue, green, and white: 
@ MP0033 SPST (On) 48F2527 25.36 20mA 2.8V y 
© Operating Temperature: -20°C to 70°C - 
@ MP0013 SPST-NO On 48F2526 2) Sots 
ion) 2 © Electrical Life: 50,000 cycles © Dielectric Strength: 2000VAC for 1 minute 
Screw, Panel Mount, Flush Dome © Contact Resistance; 50mohm max. at 1A12VDC Intrusion Protection: IP40 / IP65 
@ MP0037/3 SPST-NO (On) 32C5776 21.65 © Insulation Resistance: 1000mohm min. 
Screw, Panel Mount, Raised Button Switch Price Each 
@ MP0037/2 SPST-NO (On) 9106852 27.44 Mfg. Part No. Contacts Operation Terminals Stock No. 1+ 
Solder @ PV3F2B0SS-343 SPDT On-(On) Solder 24R3504 10.18 
@ mP0027/2 SPDT (On) 9106847 42.66 @ PV3F2HONN-334 DPDT On-(On) Solder 24R3519 12.25 
Screw PIM_194854 
@ MP0037 SPST (On) 48F2532 24.59 
Solder Flush 0 PV SERIES 16MM WATER RESISTANT a 
@ MP0031 SPDT (On) 48F 2530 27.09 ANTI-VANDAL SWITCHES (=> EeSWITCH® 
Solder Features 


@ MP0038 SPDT (On) 48F2533 28.06 @ Vandal resistant RoHS 
© Water resistant Compliant 
@ MP0027/3 SPST-NC (On) 9106848 42.88 © Long life expectancy Available 
PIM_33387 Specifications } 
Se __e es —=_=_=_=_____===—_s«* Contact rating: 2A 48VDC 
Operating temperature: -20°C to 70°C 


Electrical life: 200,000 cycles 

Contact resistance; 50mohm max. at 1A 12VDC. 

Insulation resistance: 1000mohm min. ° Dielectric strength: 2000VAC for 1 minute 
@ Intrusion protection: IP65 


> CONTINUED > 


1.800.463.9275 ¢ newark.com elementiu 983 


SWITCHES & SENSORS 
SWITCHES — PUSHBUTTON VANDAL RESISTANT 


PV2 SERIES 16MM WATER RESISTANT ANTI-VANDAL SWITCHES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


VANDAL RESISTANT SEALED PUSHBUTTON SWITCHES (CONT.) 


Switch Price Each Switch Price Each 

Mfg. Part No. Contacts Operation Terminals Stock No. the Mfg. Part No. Contacts Operation Stock No. 1-4+ 
Domed Actuator, Polished Stainless Steel Finish Quick Connect 
@ PV2S640SS SPST Off-(On) Screw 24R3500 5.84 @ 76-59200 SPST-NO (On) 74K2452 = 
Flat Actuator, Black Finish PIM_87057 
@ PV2F64011 SPST-NO Off-(On) Screw 49Y5289 6.93 
Flat Actuator, Nickel Finish : . 
© PV2F640NN SPST Off(On) Screw 24R3493 6.69 a cacear on eWHHES Seal iTw Switches 
Flat Actuator, Polished Stainless Steel Finish SENsoRS, SWITCHES, ELECTRONIC CONTROLS 
@ PV2F640SS SPST Off(On) Screw 24R3494 9.03 fn seine WAShER ie” (78) SBiom Fa 
@ PV2F240SS SPST-NO Off-(On) Solder 24R3491 5.84 7 » Available 
High Actuator, Polished Stainless Steel Finish a @ “SJ 
@ PV2H640SS SPST Off-(On) Screw 24R3497 9.03 ©) © 


PIM_194853 


PV1 SERIES 19MM WATER RESISTANT a 
ANTI-VANDAL SWITCHES (=> EeSWITCH® 


Features 

@ Vandal and water resistant RoHS 

© Long life expectancy Gee tinpiat 
© Custom laser engraved markings Available 
Specifications q 

© Contact rating: 2A 48VDC 

© Operating temperature: -20°C to 70°C 

@ Electrical life: 200,000 cycles 


4.402 (28.00) 
57 Series 


M16 x 1-6g THD 
Illuminated 


Resistive 
© Operating Temperature Range: -40°C to +125°C 
© Current Rating: 400mA @ 32VAC Resistive, Illuminated (-40°F to 257°F), 35°C to +85°C 
100mA @ 50VDC Resistive, 125mA @ 125VAC (-31°F to 185°F) 


The 57 series pushbutton switches are miniature, rugged panel sealed with a round button and bezel. Available 
with or without LED status illumination. A lockout is supplied with each switch. Manufactured of non-spark zinc 


@ Momentary Action 
@ Travel (Nom): .09” (2.3) 


© Contact resistance; 50mohm max. at 1A 12VDC _ alloy and chrome velour plated. Panel is sealed to IP67 and is designed to be impact resistant. The small size, 
Insulation resistance: 1000mohm min. @ Intrusion protection: IP65 robustness and panel sealing makes these switches ideal in a harsh environment. The illuminated version is 
© Dielectric strength: 2000VAC for 1 minute ‘ available with a choice of 2 high brightness LED colors: red LED or green LED. All measurements in inches 
(mm). 
Switch Price Each : 5 
Mfg. Part No. Contacts Operation Terminals Stock No. 1-9+ Switch penceleschy 
Domed Actuator, Nickel Finish Mfg. Part No. Contacts Operation Stock No. 1-9+ 
@ PVISG40NN SPST OfF(On) Screw 24R3488 7.04 soe xn eomilnited HSIN a are 
S - in 
Domed Actuator, Polished Stainless Steel Finish Green, Solder ee 
SPST Off-(On Screw 24R3489 ; 
elias = F F ) seul @ 57-112G SPST-NO Off-(On) 3107634 = 
Flat Top Actuator, Polished Stainless Steel Finish Red. Solder 
SPST Off-(On Screw 10R6945 } ; 
SEVIRESS (On) ants @ 57-112R SPST-NO Off-(On) 3107635 26.04 
PIM_194852 
PIM_68323 
PV7 SERIES 22MM ILLUMINATED a 
SEALED ANTI-VANDAL SWITCHES > E*SWITCH? 76-95 SERIES VANDAL-RESISTANT Switch 
Features a PUSHBUTTON SWITCHES JTweswitches 
@ Vandal and water resistant RoHS SENSORS, SWITCHES, ELECTRONIC CONTROLS 
i Compliant RoHS 
S Long ite expectancy otra s20n(6150) Compliant 
Specifications ‘Available 
© Contact rating: 2A 48VDC .85 DIA (421.5) ) 
@ |llumination base rating: Red, yellow and orange: 
20mA 1.8V, Blue, green, and white: 20mA 2.8V 
© Operating temperature: -20°C to 70°C 
@ Electrical life: 50,000 cycles 4 4 
© Contact resistance; 50mohm max. - Ft 
© Insulation resistance: 1000mohm min. © Dielectric strength: 2000VAC 10128) j aa 
Switch | Illumination Price Each y 
Mfg. Part No. Contacts Operation Color Terminals | Stock No. 1+ Res Sais 
@ PV7F2Y0SS-341 DPDT Off-(On) Green Solder | 2775546 | 16.51 © Momentary Action (-22°F to 221°F) 
@ PV7F2Y0SS-351 SPST Off-(On) | Yellow | Solder_| 24R3627 | 17.74 © Operating Temperature Range: -30°C to +105°C —®@ Form Z: 5A@ 125/250VAC, 3A @28VDC Ind. 
@ PV6F240SS-331 SPST-NO Off-(On) Green Solder_| 6177792 | 13.88 The 76-95 series pushbutton switches are designed to withstand impacts of significant force. The main switch 
e SPST-NO, SPST-NC | Off-(On’ Green Solder | 74R1124 body and button are created by using rugged stainless steel with front mount styling. The bezel protrudes a 
ee : (on) ioe! i f 0.10” (2.5m) from the front |, includi li her. The | file makes it difficult f 
maximum of 0. .5m) from the front panel, including sealing washer. The low profile makes it difficult for 
e EVEEETOSSro8! SPST-NO, SPST-NC | Push-Pull Blue Solder [77616926 19.74 vandals to pry the switch from its mounting. Panel thickness: .06” - .3” (1.5 to 8). Panel sealed to IP67. All 
12V Illumination Voltage measurements in inches (mm). 
@ PV7F2TOSS-344 | DPDT Off-On Green Solder | 24R3620 | 19.71 Switch Price Each 
PIM_194858 Mfg. Part No. Contacts Operation Stock No. 1-9+ 
Solder 
VANDAL RESISTANT SEALED PUSHBUTTON S it h © 76-9510/810 DPOT: On-(On) Sees = 
SWITCHES ITY Wi Cc es @ 76-9510/530004 SPDT On-(On) 31C7636 46.71 
SENSORS, SWITCHES, ELECTRONIC CONTROLS PIM_68324 
RoHS 
eB rie 
vailable . 
Ls Industrial Push Button Emergency Stop AL 22D 
y 
Features: Specifications: 
© Sealed to IP67 standards © 0.110" quick connect terminals 
© SPST-NO-DB © 100mA at 50VDC Res. 
© Stainless steel body and button © Operating force: 3.0N Ref. 
@ Standard ITW Pancon connector available © Operating temperature: -55°C to 125°C 
@ Extra ruggedized construction @ Recommended panel cutout: 0.758” dia. CE3T-10R-01 CEAK1-10R-11 CEAT-10R-11 
@ ADA compatible @ Recommended panel thickness: .06"-.31" - 
The 76-59 series is an extra tough, stainless steel sealed pushbutton. It is made to withstand rough use and Switch uErice Each 
the concave stainless button makes it ADA compatible. Buttons have positive stop, preventing surface blows Mfg. Part No. Contacts Operation Stock No. 1-9+ 
from damaging the internal mechanism. Ideal for security systems, kiosks, gas pumps, outdoor machinery and CE4K1-10R-11 SPST-NO, SPST-NC Key Release 61Y0193 58.05 
industrial machinery. 
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Industrial Push Button Emergency Stop (CONT.) 


SWITCHES & SENSORS 


SWITCHES — EMERGENCY STOP 


EMERGENCY STOP PUSHBUTTON SWITCHES (CONT.) 


Switch Price Each Switch Price Each 
Mfg. Part No. Contacts Operation Stock No. 1-9+ Mfg. Part No. Contacts Operation Stock No. 1-24+ 
Mushroom Mushroom 
CE4P-10R-02 DPST-NC Pull Release 610195 46.33 @ 45-1036.1920.000.102 SPST-NC On-Off 98Y4458 91.44 
CE3T-10R-02 DPST-NC Twist Release 61Y0188 37.58 @ 45-1C37.1920.000.102 SPST-NC On-Off 984459 71.90 
CE4T-10R-02 DPST-NC Twist Release 610200 41.77 PIM_5747005 
CE3T-10R-01 SPST-NC Twist Release 610187 24.44 
CE4T-10R-01 SPST-NC Twist Release 61Y0199 34.43 61 SERIES 16mm “FOOLPROOF” EMERGENCY STOP | 
CE4P-10R-11 SPST-NO, SPST-NC Pull Release 61Y0196 41.77 PUSHBUTTON SWITCHES 
CE8T-10R-11 SPST-NO, SPST-NC Twist Release 61Y0189 34.66 Features: RoHS 
CE4T-10R-11 SPST-NO, SPST-NC Twist Release 610201 40.65 © Kit comes complete with contact block and Geatinpian 
PIM 5720289 43mm emergency stop legend plate 
7. © Actuators meet EN418 “tease-proof’ directive 
® Actuator design prevents blocking by foreign 
EMERGENCY STOP SWITCH objects 


Terminal blocks 

Emergency push button up to PL e/Cat. 4 acc. to EN ISO 13849-1 
Only 53 mm construction depth 
With LED info in push button 
Push button IP65, connector IP20 F 
INCA 1 is an emergency stop designed for installation 
in 22.5 mm holes on cabinets. INCA 1 has potential free 
contacts for connection to safety relays. The connection is 
made in cabinets via a removable terminal which also have 
excellent measuring points. Inca 1 is also available with a black pushbutton and used as a safety stop. See 
section on Safety stops. In the emergency stop button there is a LED that displays current status on: 

— Green = everything ok 
— Red = this emergency push button has been pressed 
— Off = a unit earlier in the circuit is affected 


AL ED ED 
FPAIDED 


Price Each 
Mfg. Part No. Contacts Stock No. 1-4+ 
Round 
2TLA030054R0100 DPST-NC 661996 169.27 
PIM_5542813 


Series 84 22.5mm “Fool-proof” Emergency Stop 
Switches 


RoHS _ 
Compliant 
Available 


oO us 


E-Stop w/Ribbon Cable 


E-Stop w/Plug-In Terminals 


Features: 

@ Robust: single piece “monoblock” construction 
sealed to IP65 

@ Bright: LED illumination visible (including side 


@ 22.5mm diameter mounting hole 

@ |llumination color: Red (custom colors available) 
© Color of status indication ring: Black 
Specifications: 


view) © Foolproof: Conforms to EN418, EN60947-5-1, 
@ Versatile Illumination: Powered by any voltage EN60947-5-5 
from 5 to 30 VDC © Electrical and mechanical life: 50,000 operations 
© Complete unit; no additional parts needed @ AC 15 B300: 3A at 120V; 1.5A at 240V 
© Compact shallow panel depth © DC 13 R300: 0.22A at 120V; 0.1A at 240V 
| Switch Price Each 
Mfg. Part No. Contacts Operation Stock No. 1-9+ 
Mushroom, Illuminated - Plug-In Termination 
@ 84-5031.2B20 DPST-1NO, SPST-NC Turn to Release 76K1160 = 
@ 84-5041.2B20 DPST-NC Turn to Release 76K1161 rg 
Mushroom, Illuminated - Ribbon Cable Termination 
@ 84-5031.2B40 DPST-1NO, SPST-NC Turn to Release 21M6856 31.23 
Mushroom, Non-llluminated - Plug-In Termination 
@ 84-5030.0020 DPST-1NO, SPST-NC | Turn to Release 01J2170 
@ 84-5040.0020 DPST-NC Turn to Release 0142174 
@ 84-5020.0020 SPST-NC Turn to Release 012166 = 
Mushroom, Non-illuminated - Ribbon Cable Termination 
@ 84-5030.0040 DPST-1NO, SPST-NC Turn to Release 01J2171 46.64 
@ 84-5040.0040 DPST-NC Turn to Release 0142175 53.01 
@ 84-5020.0040 SPST-NC Turn to Release 01J2167 47.42 
PIM_78975 


EMERGENCY STOP PUSHBUTTON SWITCHES 


eaon 
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© For higher security applications key release 
versions available 

Specifications: 

@ |P65 rated; oil and watertight 

© Mount in 16mm diameter cut-out 


@ Maximum rating: 


5A at 250VAC 
® Gold contacts available 


Switch Price Each 
Mfg. Part No. Contacts Operation Stock No. 1-24+ 
Mushroom 
@ EUS-61-3440.415511LX DPST-NC On 95F7141 109.27 
@ EUS-61-3440.414511LX SPST-NC On 95F7140 91.19 


PIM_5135 


Series 51 16mm Stop Switches 


eaonl 


Fig.4 


Fig.3 RoHS 
®@ Sealing: IP65 from the front panel Gee sinpiat 
® Action: Maintained/twist-to-release 


Fig.1 


Fig.2 


Switching current: 5A max snap-action contact/ 
100mA max low level contact 


® Mounting cut-out: 16mm diameter © Actuation indicator E 
© Front dimension: 24.5mm diameter @ Panel depth of just 18.8mm for 
© Mounting style: raised mounting §1-256.025 (SPST-NO/SPST-NC. 
© Operating temperature: -25°C to +55°C snap-action) 
Switch Price Each 
Mfg. Part No. Contacts Operation Stock No. 1-24+ 
Round, QC/Solder 
2.8 x 0.5 mm Terminals 
@ 51-253.022 SPST-NC, SPST-NO On 7270263 45.82 
Round, Solder Terminals 
@ 51-259.025 DPST-NC, DPST-NO Off-On 7270267 49.07 
@ 51-256.025 SPST-NC, SPST-NO On 7270265 42.94 
Round, Universal Terminals 
@ 51-252.026 DPST-NC On 7270262 46.04 
@ 51-256.026 SPST-NC On 7270266 42.94 
PIM_197942 


C22 SERIES EMERGENCY STOP SWITCHES 


: N 

epi 
Compliant 
Available 


Eaton’s C22 emergency stops are a durable and reliable solution to a variety of e-stop applications. This 
compact e-stop, available as twist-to-release and keyed-release, is a simple product that eliminates the need for 
self-monitoring contact blocks, all while still meeting almost all of the industry safety standards. 
Switch Contact Price Each 
Mfg. Part No. Positions Current Stock No. 1-4+ 
Non-llluminated, Keyed-Release, 45mm, 1NO/4NC, MS1 Key code 
@ C22-PVS45P-MS1-K11 | 2 4A 4479745 Eos 
Non-llluminated, Keyed-Release, 45mm, 1NO/4NC, MS2 Key code 
@ C22-PVS45P-MS2-K11 2 4A 4479747 86.04 
Non-llluminated, Keyed-Release, 45mm, 1NO/1NC, Ronis Key code 
@ C22-PVS45P-RS-K11 2 4A 4479749 90.06 
Non-llluminated, Keyed-Release, 45mm, 2NC, MS1 Key code 
@ C22-PVS45P-MS1-K02 2 4A 4479744 169.68 
Non-llluminated, Keyed-Release, 45mm, 2NC, MS2 Key code 
@ C22-PVS45P-MS2-K02 | 2 4A 4479746 = 
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SWITCHES — EMERGENCY STOP 


C22 SERIES EMERGENCY STOP SWITCHES (CONT.) 10250T SERIES EMERGENCY STOP PUSHBUTTON E-TeN 
Switch Contact Price Each SWITCHES a 


Mfg. Part No. Positions Current Stock No. 1-4+ © Heavy-duty zinc die cast construction 
@ Enclosed silver contacts with reliability nibs 


Non-llluminated, Keyed-Release, 45mm, 2NC, Ronis Key code _ _ ® Reliability nibs improve contact reliability even under 
@ C22-PVS45P-RS-K02 2 4A 4479748 133.84 dry circuit and fine dust conditions 
Non-Illuminated, Keyed-Release, 60mm, 1NO/4NC, MS1 Key code @ Drainage holes prevent buildup of liquid inside the 
operator which can prevent operation in freezing 
@ C22-PVS60P-MS1-K11 2 4A 4479751 161.07 environments 
Non-llluminated, Keyed-Release, 60mm, 1NO/4NC, MS2 Key code © Grounding nibs bit through paint and other coatings to 
@ C22-PVS60P-MS2-K11 2 4A 4479753 90.06 secure groud 
Non-Illuminated, Keyed-Release, 60mm, 1NO/4NC, Ronis Key code The 102507 30.5 mm pushbutton line features a zinc die 
cast construction with chrome-plated housing and mounting 
@ C22-PVS60P-RS-K11 2 4A 4479755 90.06 nut. The same durable construction is also available with the corrosive resistant E34 line of pushbuttons. 
Non-Illuminated, Keyed-Release, 60mm, 2NC, MS1 Key code ~~ “gvitch | Contact. | Contact | | (Price Each’ 
@ €22-PVS60P-MS1-K02 2 4A 4479750 aoe Mfg. Part No. Operation Voltage AC Voltage DC Stock No. 1-44 
Non-Illuminated, Keyed-Release, 60mm, 2NC, MS2 Key code SPDT-1NO, SPDT-NC, 6 A, Screw, Engraved E-STOP 
@ C22-PVS60P-MS2-K02 2 4A 4479752 90.06 10250T5J63-1X Push-Pull 600V 250V 44K3612 406.16 
Non-Illuminated, Twist-Release, 45mm, 1NO/1NC SPST-NC, 6 A, Screw, Jumbo Mushroom 
@ C22-PVT45P-K11 2 4A 4479757 101.43 10250729 (On) 600V 250V 44K2792 267.68 
Non-llluminated, Twist-Release, 45mm, 2NC PIM 136527 
@ C22-PVT45P-K02 2 4A 4479756 119.26 _ 
Non-Illuminated, Twist-Release, 60mm, 1NO/1NC Enclosures 
@ C22-PVT60P-K11 2 4A 4479759 100.20 - 
Non-Illuminated, Twist-Release, 60mm, 2NC Mig. Part N Heigh Width Depth Stock N een 
© €22-PVT60P-K02 2 aA 4479758 ‘| ‘116.67 — st at ba om as = 
PIM_148488 10250TN11 4" 3.88” 3 44K1321 261.61 
10250TN12 5.88” 3.88” 3" 44K1322 293.87 
22mm ILLUMINATED PUSHBUTTONS E "Le Ni 10250TN13 775° 3.88" 3 44K1323 408.20 
a cae 10250TN14 9.63" 3.88” 3" 44K1324 isos) 
Gop tinpiat PIM_5495271 
Ber (NEMA ) Legends 
y Price Each 
Mfg. Part No. Description Stock No. 1-4+ 
Double Pushbutton Pushbutton 10250TM13 Emerg. Stop 44K1249 8.08 
Features: vibration environments PIM_5495269 
© Quick installation with modular construction © Contact rating: 4A @ 230VAC, 3A @ 24VDC 
@ Mounting base included with operators @ Rated to max. 500VAC and 220VDC. 
@ Notched hole mounting with anti-rotation tab © Heavy duty construction UL NEMA type 4X/13 and Actuators 
Specifications: ere IP66, IP67 and IP69K on front of panel Price Each 
@ LED rating: 100,000 hours of expected life in high [ee 
NOTE: LED light unit, contact block and optional legend plate must be added to all illuminated Mig. Part No. Description stoekiNgs Aes: 
pushbuttons. 10250T172-13 Jumbo Mushroom 44K2136 204.49 
| Switch Price Each PIM_5495265 
Mfg. Part No. Contacts Operation Stock No. 1+ 
Mushroom 
ONCE VERIER SES TENG, SESENG piste TORIES EES E1 02746) IDEC, EU2B SERIES 30MM HAZARDOUS LOCATION SWITCHES 
@ M22-PVL-K02-R DPST-NC Push-Pull 10R1856 84.82 
Switch Price Each 
For Use | Price Each Mfg. Part No. Contacts Operation Stock No. 1-9+ 
Mfg. Part No. With STOCKING] aE @ EU2B-YS211F a a 484078 | 158.08 
@ M22S-DDL-GR Eaton M22 Series Modular Pushbutton Switches | 10R1923 | 36.57 @ EU2B-YS320C 7 - 48Y4080 194.97 
@ M22-DDL-GR Eaton M22 Series Modular Pushbutton Switches | 10R1792 | 39.29 @ EU2B-YL1126CDG ies Pn 48Y4063 186.67 
@ M22-DDL-GR-GB1-GBO Eaton M22 Series Modular Pushbutton Switches | 10R1793 | 40.35 @ EU2B-YL1126FDG ” a 48Y4064 94.50 
@ M22-DDL-WS Eaton M22 Series Modular Pushbutton Switches | 10R1794 | 33.75 @ EU2B-YL1126FDR the a 48Y4065 145.21 
@ M22-DDLM-GR Eaton M22 Series Modular Pushbutton Switches | 10R1797 | 36.76 @ EU2B-YL122FDA m as 48Y4072 184.46 
@ M22-DDLM-WS Eaton M22 Series Modular Pushbutton Switches | 10R1798 | 40.68 @ EU2B-YL122CDA . u A8Y4066 186.67 
@ M22-DDLF-GR Eaton M22 Series Modular Pushbutton Switches | 10R1795 | 39.27 @ EU2B-YL122CDS ve i 48Y4070 193.59 
@ M22-DDLF-WS Eaton M22 Series Modular Pushbutton Switches | 10R1796 34.75 @ EU2B-YL122FDG . 7 48Y4073 452.21 
@ M22S-DRLH-G Eaton M22 Series Modular Pushbutton Switches | 10R1943 | 18.99 @ EU2B-YL122FDR 2 i 48Y4075 156.60 
@ M22S-DRLH-R Eaton M22 Series Modular Pushbutton Switches | 10R1944 | 19.21 @ EU2B-YL122FDPW ue a 48Y4074 158.41 
@ M22S-DRLH-W Eaton M22 Series Modular Pushbutton Switches | 10R1945 | 16.32 @ EU2B-YL122CDPW 7 7 48Y4068 193.59 
@ M22S-DL-G Eaton M22 Series Modular Pushbutton Switches | 10R1929 10.58 @ EU2B-YL122CDY 48Y4071 186.67 
@ M22S-DL-R Eaton M22 Series Modular Pushbutton Switches | 10R1930 10.58 @ EU9Z-NPO 48Y4088 12.11 
@ M22S-DL-W Eaton M22 Series Modular Pushbutton Switches | 10R1931 10.58 @ EU9Z-NP35 48Y4091 a 
@ M22-DL-B Eaton M22 Series Modular Pushbutton Switches | 10R1810 | 12.43 @ EU9Z-NP31 - He 48Y4090 2a 
@ M22-DL-G Eaton M22 Series Modular Pushbutton Switches | 10R1811 | 12.22 @ EU2B-YSK320CA DPST-NO Push-Pull 48Y4077 300.71 
@ M22-DL-R Eaton M22 Series Modular Pushbutton Switches | 10R1812 | 12.22 @ EU2B-YB121F-D DPST-NO, SPST-NC | Momentary Spring Return | 48Y4058 182.53 
@ M22-DL-W Eaton M22 Series Modular Pushbutton Switches | 10R1813 | 12.43 @ EU2B-YB101F SPST-NC Momentary Spring Return | 48Y4048 152.12 
@ M22-DGL-G Eaton M22 Series Modular Pushbutton Switches | 10R1801 19.43 @ EU2B-YB101F-D SPST-NC Momentary Spring Return 48Y4049 152.12 
@ M22-DGL-R Eaton M22 Series Modular Pushbutton Switches | 10R1802 | 21.57 @ EU2B-YB110C SPST-NO Momentary Spring Return | 48Y4050 aes 
@ M22-DGL-W Eaton M22 Series Modular Pushbutton Switches | 10R1803 | 18.76 @ EU2B8-YB110F SPST-NO Momentary Spring Return | 48Y4052 152.12 
@ M22-LED-G Eaton M22 Series Modular Pushbutton Switches | 10R1838 | 29.42 @ EU2B-YB110C-D SPST-NO Momentary Spring Return | 48Y4051 | 152.12 
@ M22-LED-R Eaton M22 Series Modular Pushbutton Switches | 10R1839 | 29.42 @ EU2B-YB110F-D SPST-NO Momentary Spring Return | 48Y4053 152.12 
@ M22-LED-W M22 Series Modular Pushbutton Switches 10R1840 | 29.42 @ EU2B-YB211FG-D SPST-NO, SPST-NC | Momentary Spring Return | 48Y4059 167.32 
@ M22-LED230-G Eaton M22 Series Modular Pushbutton Switches | 10R1850 | 33.16 @ EU2B-YB311FG-D SPST-NO, SPST-NC | Momentary Spring Return | 48Y4061 181.17 
@ M22-LED230-R Eaton M22 Series Modular Pushbutton Switches | 10R1851 | 33.15 @ EU2B-YB111C SPST-NO, SPST-NC | Momentary Spring Return | 48Y4054 ese: 
@ M22-LED230-W Eaton M22 Series Modular Pushbutton Switches | 10R1852 | 33.15 @ EU2B-YB111F SPST-NO, SPST-NC | Momentary Spring Return | 48Y4056 = 
PIM_148563 @ EU2B-YB211FR-D SPST-NO, SPST-NC | Momentary Spring Return | 48Y4060 167.32 


> CONTINUED > 


986 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


SWITCHES & SENSORS 


WITCHES — EMERGENCY STOP 


Switch Price Each 30mm SPECIAL FUNCTION G Me Ge tinpiat ou D E Cc 
Mfg. Part No. Contacts Operation Stock No. 1-9+ SWITCHES Available 
@ EU2B-YB311FR-D SPST-NO, SPST-NC Momentary Spring Return 48Y4062 181.17 
@ EU2B-YSK211CA SPST-NO, SPST-NC. Push-Pull 48Y4076 294.31 
30mm Emergency Stop Switches 
@ EU9Z-PCE aa 48Y4095 125.11 
30mm EU2B-YB2 Extended Pushbutfon 
@ EU9Z-PC i as 48Y4094 98.78 Push-pull (3position) 
30mm Hazardous Location Switches Pushlock Turn Reset Push-pull Pusuioex dun Rese Cano) 
@ EU9Z-BP i 48Y4082 18.16 Screw terminal units include button, operator, contact blocks. Rated NEMA 1, 2, 3, 4, 4X, 5, 12, 13. Color: Red. 
EU2B-YB2 Series Extended Pushbutton Switches ULlisted, CSA certified, and CE compliant. 
@ EU9Z-DB2 7 es 48Y4085 49.99 Switch Price Each 
@ EU9Z-DB2N = a 48Y4086 49.99 Mfg. Part No. Contacts Operation Stock No. 1-4+ 
Mushroom @ AYLD229911DN-G-24V-TK962 | SPDT-1NO, SPDT-NC (On) 05N3396 | 106.95 
@ EU2B-YBV303FR 3PST-NC Push-Pull 484045 | 222.65 Mushroom 
@ EU2B-YBV302CR DPSTNG Push-Pull asy4044 | 228.16 @ AVD311N-R DPST-1NO, SPST-NC | Pushlock Turn Reset | 74K3688 = 
@ EU2B-YBV311CR SPST-NO, SPST-NC Push-Pull 48Y4046 228.16 @ AVD302N-R DPST-NC Pushlock Turn Reset | 74K3687 = 
PIM_5465913 @ AVD301N-R SPST-NC Pushlock Turn Reset | 74K3686 = 
@ AYD301N-R SPST-NC Push-Pull 74K3696 
@ AVD310N-R SPST-NO Pushlock Turn Reset | 74K4800 
eer EMERGENGY > OP MUSHROOM SWHGHES un D [E Cc @ AYD311N-R SPST-NO, SPST-NC Push-Pull 74K3697 =a 
Pushlock Turn Reset 
Getinpian @ HN1E-LV4F11QD-R-24V SPDT-1NO, SPDT-NC (On) 84¢2762 | 81.44 
Available Turn Reset 
@) @ @ HN1E-BV4F11-R SPDT-1NO, SPDT-NC (On) 8402750 53.08 
For Use Price Each 
Mfg. Part No. With Stock No. 1-1-4+ 
@ AVN3B-R Idec TWTD Series Oiltight Switches and Pilot Devices 74K3689 16.56 
Push Pull Key Reset Binaiss 


Turn Reset 


Screw terminal units include button, operator, contact blocks. Caps included, Red only. 1.58”. UL listed, CSA 46MM EMERGENCY STOPS 


tified, and CE liant. 
certified, an complian' © PCB or solder terminals available 


Nipec 


Switch | Price Each” © Quick-release contact blocks 
Mfg. Part No. Contacts Operation Stock No. 1-9+ © |P65 protection gegen ’ 
a pliant 
Mushroom © Tamper-proof construction ‘Available 
Dich. Mfg. part no. HA1B-V2E2R emergency stop features 
@ AYW410-R ANQ ush-Pul FAK 3699 42.41 2NC, pushlock/turn reset, and positive action. C € @ 
AXW411-R DPST-1NO, SPST-NC Pushlock Key Reset 96F3668 68.29 
@ AYW411-R DPST-1NO, SPST-NC Push-Pull 74K3700 55.00 
@ AVW402-R DPST-NC Pushlock Turn Reset 74K3691 53.32 
@ AVW411-R DPST-NC, DPST-NO Pushlock Turn Reset 74K3693 53.32 E-Stop 
@ AXW401-R SPST-NC Pushlock Key Reset 96F3667 61.72 Switch Price Each 
@ AVW401-R SPST-NC Pushlock Turn Reset 74K3690 45.85 Mfg. Part No. Contacts Operation Stock No. 1-44 
@ AYW401-R SPST-NC Push-Pull 74K3698 42.63 Mushroom 
@ AVW410-R SPST-NO Pushlock Turn Reset 74K3692 46.53 @ HA1B-V2E2R DPST-NC Pushlock Turn Reset 74K3736 xis 
PIM_3428 PIM_52073 
22mm EMERGENCY STOP SWITCHES UNIBODY 22MM E-STOP™ SWITCHES 
D E Cc Finger-safe IP20 contacts D E 


Tamperproof non-removable buttons 
Gein 


e 
e 
i ©@ Meet EN418 RoHS 
Compliant 
Cosa ®@ IEC-style mounting Soper 
ae © Contacts rated 10A thermal current, 600V max. 
ORs @ ® Screw terminal connectors @) @ 
Oh Operator cannot remove switch from exterior of 
control panel. LED types are 24VAC/DC. UL listed, 
CSA certified, CE compliant, and TUV approved. 


Pushlock Key Reset Pushlock Turn Reset Switch Price Each 
HW series 22mm emergency stop switches have 40mm mushroom heads. Rated 600VAC/DC, 10A. Meets IEC Mfg. Part No. Contacts Operation Stock No. 1-4+ 
and NEMA 4/4x/13 ratings. Metal bezels are nickel-plated aluminum. UL listed, CSA certified, CE compliant, and Mushroom 
TUV approved. IP65 units with SPDT-1NO/1NC contact arrangement are also available; go online or call. May 
be mounted in IDEC’s one-to-five hole enclosures. @ HW1E-BV412R-TK2093-1 3PST-2NC, SPST-NO | Pushlock Turn Reset | 74K3762 54.47 
Switch Price Each @ HWI1E-BV4F11R DPST-1NO, SPST-NC | Pushlock Turn Reset | 74K3761 53.74 
Mfg. Part No. Contacts Operation Stock No. 1-4+ Round 

@ HW1B-X4F11-R DPST-1NO, SPST-NC Pushlock Key Rese 74K3759 61.32 @ HW1E-LV4F11QD-R-24V DPST-1NO, SPST-NC | Pushlock Turn Reset | 74K3763 61.80 
Mushroom PIM_59285 

@ HW1B-V4F02-R DPDT-NC Pushlock Turn Rese 30B6648 46.24 

@ HW1B-V4F11-R DPST-1NO, SPST-NC Pushlock Turn Rese 74K3757 44.42 XB7 SERIES 40mm EMERGENCY STOP S bh id 

@ HW4B-V4F01-R SPST-NC Pushlock Turn Rese 74K3786 39.99 PUSHBUTTON Cc lve er 
@ HW1B-Y2F01-R SPST-NC Push-Pul 74K3760 37.86 Specifications: ectric 

= 7 7 @ |P65 rated RoHS 

OHNE NEEOER SRSING Bustrl CAUSE || i © Contact rating: 750mA at 240VAG; 750mA at 250VDC Geasinpian 
@ HW1B-V4F10-R SPST-NO Pushlock Turn Rese! 74K3756 39.21 © Screw terminal or plug-in connections 

Round Features: 

@ HW1B-V4F01-R SPST-NC Pushlock Turn Rese 7443755 | 44.84 * Monolithic design — easy to select and quick to 

install by eliminating the need for components 
For Use Price Each © Separate N.O. and N.C. contacts — increase © Seamless integration with Harmony accessories 
Mfg. Part No. With Stock No. 1-1-4 wiring flexibility and legend plates 
@ HW1B-V4R Idec HW Series Emergency Stop Pushbutton Switches 30B6651 30.46 


PIM_13235 
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SWITCHES & SENSORS 
SWITCHES — EMERGENCY STOP 


XB7 SERIES 40mm EMERGENCY STOP PUSHBUTTON (CONT.) 


Switch Price Each 
Mfg. Part No. Contacts Operation Stock No. 1-9+ 

@ XB5AS8445 DPST Push-Twist Release 8006585 124.96 
@ XB4BS8444 DPST Turn to Release 5275812 123.44 
Mushroom 

@ XB4BS9445 SPST-NO, SPST-NC Push-Key Release 8006509 168.29 
Round 

@ XB7NT842 SPST-NC Push-Pull 96W0646 43.60 
@ XB7NS8442 SPST-NC Turn to Release 96W0641 61.94 
@ XB7NT845 SPST-NO, SPST-NC Push-Pull 96W0648 51.26 
@ XB7NS8445 SPST-NO, SPST-NC Turn to Release 96W0643 160.69 


PIM_211217 


28mm EMERGENCY STOP SWITCHES 


Features: 
© Mushroom head actuator 28x30mm 


@ 
multicomp 
@ |lluminated actuator (optional) oe RoHS | 
@ Red actuator a SoBe 


Specifications: 

Mechanical life: 100,000 operations 
Contact rating: 5A at 250Vac; 8A at 125Vac 
Max. insulation voltage: 2000V, 60HZ 
Panel thickness: 0.5mm to 5mm 

Degree of protection: IP65 

Operating temperature: -25°C to +55°C 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


9001KY/SKY 30 MM CONTROL STATIONS AND 


ENCLOSURES Schneider 


& Electric 
Oat : 

Compliant 

Available 


Empty Guarded Enclosure 


Pre-Assembled Control Station 

9001KY and 9001SKY 30 mm control stations are available in two forms: pre-assembled control stations and 
empty enclosures. Control stations may include, non-illuminated operators, selector switches, pilot lights, 
illuminated operators, enclosure. 


Price Each 
Mfg. Part No. Contacts Stock No. 1-4+ 
Plastic, Plastic, Pre-Assembled Control Station, 2 Holes, 2 Push Buttons 
@ 9001SKY205 2Position DPST-NO,DPST-NC 8105327 — 
@ 9001SKY201 2Position SPST-NO,DPST-NC 17B635 427.90 


Plastic, Plastic, Pre-Assembled Control Station, 2 Holes, 2 Push Buttons (Lockout on Stop) 
@ 9001SKY203 2Position SPST-NO,DPST-NC 17B636 515.93 


Plastic, Plastic, Pre-Assembled Control Station, 2 Holes, 2 Push Buttons (with Sealed 
Contacts) 
@ 9001SKY223 2Position DPST-NO,DPST-NC 8105329 


Plastic, Plastic, Pre-Assembled Control Station, 3 Holes, Red 120V Pilot Light, 2 Push 
Buttons 


@ 9001SKY315A 3Position SPST-NO,DPST-NC 17B640 649.21 
Stainless Steel, Stainless Steel, Pre-Assembled Control Station, 1 Hole, Push Button 
Switch Price Each (Momentary) 

Mfg. Part No. Contacts Operation Stock No. 1-99+ @ 9001KYSS103 4Position SPST-NC 93T7057 ok 
Mushroom, LED 12VDC @ 9001KYSS101 ‘Position SPST-NO,SPST-NC 34M1453 409.26 
@ MCADA(6E6-R11-B1JR__| SPDT-1NO, SPDT-NC | Pushlock Turn Reset | 12N2291 _ Stainless Steel, Stainless Steel, Pre-Assembled Control Station, 2 Holes, 2 Push Buttons 
Mushroom, LED 24VDC @ 9001KYSK205 2Position DPST-NO,DPST-NC 17B023 622.51 
@ MCADA‘16E6-R11-B1KR | SPDT-1NO, SPDT-NC | Pushlock Turn Reset | 12N2292 13.54 @ 9001KYSK201 Position SPST-NO,DPST-NC 17B021 519.26 
Mushroom, Neon 220VAC Stainless Steel, Stainless Steel, Pre-Assembled Control Station, 2 Holes, 2 Push Buttons 
@ MCADA16E6-R11-B1GR SPDT-1NO, SPDT-NC | Pushlock Turn Reset | 12N2290 12.88 (Lockout on Stop) 

Mushroom, Without Lamps @ 9001KYSK203 2Position SPST-NO,DPST-NC 17B022 578.43 
@ MCADA16E6-R11-B10R SPDT-1NO, SPDT-NC } Pushlock Turn Reset | 12N2293 13.46 Stainless Steel, Stainless Steel, Pre-Assembled Control Station, 2 Holes, 2 Push Buttons 


PIM_142180 


40mm FB ENCLOSURE HW E-STOP ASSEMBLIES 
Features: 

@ Meet EN418 and are compliant with SEMI S2 standards 
© Worldwide approvals 

© Choice of black plastic or metallic front bezels 

© Positive action operation 

Specifications: 

@ Max. inrush current: 40A 

Insulation voltage: 600V 

Switching over-voltage: Less than 4kV 

Impulse withstanding voltage: 4kV 

Thermal current: 10A 

Min. Switching Capacity: 5mA at 3VAC/DC 


MipEc 


RoHS — 
Compliant 
Available 


Switch Price Each 
Mfg. Part No. Contacts Operation Stock No. 1-4+ 
Mushroom 
@ FB1W-HW4B-V411R-EMO-2 | DPST-1NO, SPST-NC | Pushlock Turn Reset | 05N0129 91.07 
@ FB1W-HW1B-V402R DPST-NC Pushlock Turn Reset | 05N0127 70.85 
@ FB1W-HW4B-Y202-R DPST-NC Push-Pull 05N0130 74.49 
@ FB1W-HW1B-V411R SPST-NO, SPST-NC_ | Pushlock Turn Reset | 05N0128 81.60 
PIM_114895 
PUSHBUTTON PENDANTICORD SWITCH Switcheraft’ 
— GONXALL 
RoHS 
Gee eimoiat 
Available 
Fae MADE 
Wausa 


Cordette® pendant switch features 1-piece gray molded plastic housing that protects integral brass, hard gold- 
plated contacts, rated 500mA, 50 watts maximum AC non-inductive. SPST momentary action. 6-ft.(72.0) of 


2-conductor unshielded cable molded to body with other end leads stripped and tinned. Small, lightweight 1.188” 
(30.18) wide x 2.938” (74.63) long. Sealed Cordette® version also available; go online or call. 
No. of Switching Price Each 
Mfg. Part No. Ways Capacity Stock No. 1-9+ 
SPST 
@ 921KX 1 500mA 89K7685 34.99 
PIM_5001 


(Maintained with Interlock) 
@ 9001KYSK210 2Position DPST-NO,DPST-NC 35K3693 _ 
Zinc, Zinc, Pre-Assembled Control Station, 1 Hole, Break Glass Operator (Red Enclosure) 


@ 9001KYK117 ‘Position SPST-NO,SPST-NC 16B9991 420.75 
Zinc, Zinc, Pre-Assembled Control Station, 1 Hole, Mushroom Button (Momentary) 
@ 9001KYK14 ‘Position SPST-NO,SPST-NC 16B9996 321.54 


Zinc, Zinc, Pre-Assembled Control Station, 1 Hole, Selector Switch (3 Pos Maintained) 


@ 9001KYK111 Position SPST-NO,SPST-NC 16B9989 312.01 
Zinc, Zinc, Pre-Assembled Control Station, 2 Holes, 2 Push Buttons 

@ 9001KYK21 2Position DPST-NO,DPST-NC 16B9998 421.79 
@ 9001KYK25 2Position SPST-NO,SPST-NC 17B006 404.83 


Zinc, Zinc, Pre-Assembled Control Station, 2 Holes, 2 Push Buttons (Lockout on Stop) 

@ 9001KYK23 2Position DPST-NO,DPST-NC 17B004 435.70 
Zinc, Zinc, Pre-Assembled Control Station, 2 Holes, 2 Push Buttons (Maintained/Interlocked) 
@ 9001KYK27 2Position SPST-NO,SPST-NC 17B008 404.83 
Zinc, Zinc, Pre-Assembled Control Station, 2 Holes, 2 Push Buttons (with Sealed Contacts) 


@ 9001KYK223 2Position DPST-NO,DPST-NC 8104946 648.43 
Zinc, Zinc, Pre-Assembled Control Station, 3 Holes, 3 Push Buttons 

@ 9001KYK32 3Position 3PST-NO,3PST-NC. 17B011 507.99 
@ 9001KYK33 3Position 3PST-NO,3PST-NC 17B015 527.88 


Zinc, Zinc, Pre-Assembled Control Station, 3 Holes, Red 120V Pilot Light, 2 Push Buttons 

@ 9001KYK317 3Position SPST-NO,SPST-NC 17B010 579.55 
Zinc, Zinc, Pre-Assembled Guarded Control Station, 1 Hole, 120V Green LED Pilot Light 

@ 9001KYG12 ‘Position Se 9377056 = 
Zinc, Zinc, Pre-Assembled Guarded Control Station, 1 Hole, 120V Red LED Pilot Light 
@ 9001KYG11 Position as 9377055 = 
Zinc, Zinc, Pre-Assembled Guarded Control Station, 1 Hole, Red Push-Pull Mushroom 


@ 9001KYG1Y1 1Position isk 5276919 479.56 
Zinc, Zinc, Pre-Assembled Guarded Control Station, 1 Hole, Red Turn-To Release Mushroom 
@ 9001KYG1Y2 1Position 82R4127 514.85 
PIM_203533 
Pushbutton 
Empty guarded enclosures (mushroom head operator not included). 
Price Each 
Mfg. Part No. Height Width Depth Stock No. 1-4+ 

Aluminium, Empty Enclosure, 1 Hole 
@ 9001KY1 4 3.53” 3.62” 90B2490 236.97 

> CONTINUED > 
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Pushbutton (CONT.) 


Price Each 
Mfg. Part No. Height Width Depth Stock No. 1-4+ 
Plastic, Empty Enclosure, 1 Hole 
@ 9001SKY1 6.65" 3.9" 3.82" 17B628 203.71 
@ 9001SKY2 6.65” 3.9" 3.82" 17B634 239.85 
Plastic, Empty Enclosure, 3 Holes 
@ 9001SKY3 8.9” 3.9” 3.82" 17B638 257.55 
Stainless Steel, Empty Enclosure, 1 Hole 
@ 9001KYSS1 4.45” 3.62" 4.17" 17B024 434.57 
Stainless Steel, Empty Enclosure, 2 Holes 
@ 9001KYSS2 7.76" 3.62” 4.47" 17B026 315.22 
Steel, Empty Enclosure, 1 Hole 
@ 9001KYAF1 4.45" 3.62" 417 9377054 167.76 
Steel, Empty Enclosure, 2 Hole 
@ 9001KYAF2 7.76” 3.62” 4.47" 16B9981 179.92 
Steel, Empty Enclosure, 3 Hole 
@ 9001KYAF3 10.24” 3.62” 4.417" 16B9984 213.81 
Zinc, Empty Enclosure, 2 Holes 
@ 9001KY2 5.75" 3.53" 3.62" 02H4672 180.80 
Zinc, Empty Enclosure, 3 Holes 
@ 9001KY3 7’ 3.53” 3.62” 17B044 306.57 
Zinc, Empty Guarded Enclosure, 1 Hole 
@ 9001KYG1 4 5.26” 3.53” 64M4389 173.66 
@ 9001KYG1Y 4 5.26” 3.53” 64M4390 169.56 
PIM_5512169 
PULL CHAIN SWITCH multicomp 


[+92 (23.4)—>| 


RoHS 
31 (79) ZZ Gee simpiat 
Available 


SWITCHES & SENSORS 


KR SERIES SEALED POWER ROCKER SWITCHES 


Features: 

© For applications in control panels of buses, boats, agricul- 
‘ural machines and building site vehicles d 
® Modular construction allows for separate ordering of the 
switch assembly and actuator 

@ Enhanced snap-in device and the absence of frame around 
he actuator facilitates panel mounting 

Specifications: 

© Electrical ratings are 10 to 15A at 12VDC and 8 to 

10A at 24VDC 

@ |P65 protected 

@ Panel sealing to IP67 available; go online or call 


RoHS _ 
Compliant 
Available 


© Models below are all non-illuminated, black, variety of colors; go online or call 
unmarked rocker @ (On) = Momentary on; (Off) = Momentary off 
@ |lluminated and customized versions available in a 
Switch Contact | Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-9+ 
DPDT 
@ KR495AKXXA12XX On-Off-On Black 15A 41M1412 25.79 
SPDT 
@ KR375AKXXA12XX (On)-Off-(On) Black 10A 41M1408 22.84 
@ KR355AKXXA12XX On-(On) Black 15A 41M1406 = 
@ KR395AKXXA12XX On-Off-On Black 15A 41M1409 20.64 
SPST 
@ KR315AKXXA12XX On-Off Black 15A 41M1405 18.37 
PIM_94456 


FM SERIES SEALED MINIATURE SNAP-IN POWER 
ROCKER SWITCHES 


RoHS 
Compliant 
Available 


21.00 
(.827) 


Tes 
88 (22.4) 
i AG . _ - 
aaa : Silver contacts with silver-plated terminals. Contact ratings: 10A @ 125VAC, 6A @ 250VAC (On-Off and On-On 
atic igre models); 4A 1/10HP 125-250VAC (Off-Momentary models). 
| 18 AWG STRANDED WIRE ; 
aaa Switch Contact Price Each 
55 (189) Mfg. Part No. Operation Color Current Stock No. 1-9+ 
t 
Be tT Ni }o=o=>=0=o=0=0 eal 
‘ @ FMC32A2200000 (On)-Off Black 10A 95C9394 1.72 
© Contact Rating: 6A @ 125VAC © UL Recognized, CSA Certified @ FMC12A2200000 On-Off Black 10A 95C9393 3.05 
© SPST @ FML18A276A000 On-Off Ivory 10A 046086 5.61 
18-gauge, 6” stripped wire leads. Mounting hole: 13/32” diameter. PIM_72938 
Price Each 
Mfg. Part No. Contact Current AC Contact Voltage AC Stock No. 1-24+ TANDARD & HIGH INRUSH RoHS 
@ SPC21175 6A 250 V 11M0369 3.45 eeies e us Gee Einin lectri 
PIM_5156 arcolectric 
brand of Elektron Technology 
=e 
PULL CHAIN SWITCHES NTE . 
ELECTRONICS, INC. 
Gir 7 
Compliant 
Available 
; Switch Contact Price Each 
Features: © Operation Force: 400g +200g Mfg. Part No. Operation Color Current Stock No. 1-9+ 
© Steel chain w/rope cord © Temperature rating: +32°F to +149°F (0°C to DPDT. Standard 
@ For use in ceiling fan applications +65°C) , standar 
Specifications: © Electrical life: 6000cycles @ C1572AABB (On)-Off-(On) Black 16A 9475541 14.45 
© Current rating: 6A at 125VAC, 3A at 250VAC @ Mechanical life: 50,000cycles @ C1560AABB On-On Black 16A 9475540 7.82 
© Contact resistance: 50m0 initial (max.) © Terminal type: 18AWG, 6” length DPST High | h . 
© Insulation resistance: 100MO at 500VDC © Mounting hole: .393 (10.0) » hugh Inrus! 
© Dielectric strength: 1000VRMS @ C1350AABB On-Off Black 20A 9475529 6.52 
Price Each @ C1350AABB-602AW On-Off Black 20A 9475530 6.52 
Mfg. Part No. Contact Current AC Contact Voltage AC Stock No. 1-49+ @ C1350ABBB-602AW On-Off Black 20A 9475531 6.61 
@ 54-540 6A 125V 32M5518 = @ C1350ALBB-602AW On-Off Black 20A 9475532 6.52 
PIM_132366 @ C1350ARBB-602AW On-Off Black 20A 9475533 6.52 
@ C1353AABR2 On-Off Red 20A 9475534 8.14 
DPST, Standard 
Custom Panel Meters = Call 800 859 1257 © C1250APBB-085W On-Of [Black 10a 9475527 5.00 
SPDT, Standard 
Choose your own colors, text, and company logo @ C1522AABB (On)-Off-(On) Black 16A 9475538 9.19 
Custom scale, range and pointer types @ C1522ARBB (On)-Off-(On) Black 16A 9475539 6.89 
Analog/Digital Meters, Sensors, Controllers and more @ C1520AABB On-Off-On Black 16A 9475537 2.90 
@ C1510AABB On-On Black 16A 9475536 4.81 
Email panelmeters@newark.com SPST, High Inrush 
PIM_5624808 @ C1300AABB On-Off Black 20A 9475528 3.88 
SPST, Standard 
@ C1500WABB On-Off | Black 16A 9475535 1.79 
PIM_208203 


1.800.463.9275 © newark.com 
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SWITCHES & SENSORS 
SWITCHES — ROCKER 


651 SERIES SUBMINIATURE ROCKER 
SWITCHES 


Features: 

© Sub-miniature size 

@ Designed to fit rectangular cutout and to provide ease 
of insertion 

@ High profile rocker & butt-action contacts 

@ Ideal for handheld appliances, power supplies, au- 
dio-visual & telecom applications 

Specifications: 

© Contact rating: 10A at 125-250VAC 1/4 HP 

© Dielectric strength: 1000V 

@ Electrical life: 100,000 cycles 

@ Mechanical life: 100,000 cycles 


Carling Technologies” 
Innovative Designs, Powerful Solutions, 
RoHS 
Gee tinoiat 
Available 
OG 


© Operating temperature: 0°C to 85°C 


Switch Contact Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-9+ 

SPST 

@ 651262-BB-0N Off-(On) Black 12A 07P6476 2.87 

@ 651122-BB-0N On-Off Black 10A 07P6474 2.25 

@ 651122-BB-1V On-Off Black 12A 07P6475 3.51 
PIM_134234 

Carling Technologies” 


L SERIES SEALED ROCKER SWITCHES ¥ 


Innovative Designs. Powerful Solutions. 


RoHS 
f= 1,970 (50.03) Geptimoint 
“ ° Available 


(C One TT : 
Ay i=} eal] 2.38 (60.5) 


4 
g 


Neatly proportioned, the L series rocker switch fits into industry standard mounting holes of 1.734” x .867” and 
44.0mm x 22.0mm. An optional plug-in terminal connector enables pre-wiring of wire harness. The L series 
switches, with sealed front panel components, are IP67 certified, and able to withstand temperatures from -40°C. 
to +85°C. Ratings: 20A @ 12V. Dielectric strength: 1250Vrms opposite polarity, 3750Vrms between live parts 
and operator-accessible surface. Terminal options: 0.250 QC tabs. Mounting method: snap-in. 
Switch Contact Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-4+ 
DPST 
@ L28D1S001-AZZ00-000 (On)-Off-(On) Black 20A 76K1043 21.03 
@ L24D1HCC1-A7700-000 On-None-On Black 20A 89K2134 36.76 
@ L24D1S001-AZ00-000 On-None-On Black 20A 89K2135 19.69 
SPST 
@ L11D1EHN1-A7900-000 On-None-Off Black 20A 76K1039 15.00 
@ L11D1S001-AZZ00-000 On-None-Off Black 20A 76K6569 7.63 
For Use Price Each 
Mfg. Part No. With Stock No. 1-1-9+ 
@LH1-01 Carling L Series Sealed Rocker Switches 79K4401 1.39 


PIM_69507 


V SERIES CONTURA II SEALED ROCKER 
SWITCHES 


Carling Technologies” 

Innovative Designs. Powerful Solutions. 
epi A 

Compliant 

Available 

WG 


Non-illuminated Illuminated 


V-series snap-in rocker switches offer countless unique options including choices for ratings, circuits, colors, 
illuminations and symbols. Sealed front panel components are certified to IP66 and IP68, signifying complete 
protection against dust and prolonged spray and submersion under pressure. Recognized to UL1500 - Ignition 
Protection for Marine Products. LED lighted switches have 12VDC green and 12VDC amber lamps with a white 
square base lens. Ratings: 20A @ 12V. Dielectric strength: 2,000Vrms opposite polarity; 4,000Vrms between 


live parts and operator accessible surface. Terminal options: .250 QC tabs. Mounting method: snap-in. UL 
recognized, CSA certified, VDE, DEMKO, NEMKO, SEMKO, FIMKO and BEAB aproved. 
Switch Contact | Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-4+ 
DPDT, LED Lighted Rocker Switches 
@ VLD2UHNB-AAC00-000 (On)-Off-(On Black 20A 76K1072 31.26 
DPDT, Non Lighted (Black Rocker) 
@ VLD2S00B-AZC00-000 (On)-Off-(On Black 20A 76K1071 9.33 
SPST, LED Lighted Rocker Switches 
@ V2D2GHNB-AAC00-000 (On)-None-O! Black 20A 76K1077 7.74 
@ V1D2GHNB-AAC00-000 On-None-O Black 20A 76K1075 18.63 
@ V6D2GHNB-AAC00-000 On-Off-On Black 20A 78K0427 16.78 
SPST, Non Lighted (Black Rocker) 
@ V2D2S00B-AZC00-000 (On)-None-O' Black 20A 76K1078 8.00 
@ VGD2S00B-AZC00-000 Off-On-On Black 20A 76K1069 15.60 
> CONTINUED > 
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V SERIES CONTURA II SEALED ROCKER SWITCHES (CONT.) 


Switch Contact Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-4+ 
SPST, Non Lighted (Black Rocker) 
@ V1D2S00B-AZC00-000 On-Off Black 20A 76K1076 5.67 
@ V6D2S00B-AZC00-000 On-Off-On Black 20A 76K1079 9.00 
For Use Price Each 
Mfg. Part No. Type With Stock No.|  1-1-9+ 
@VC1-01 10 Terminal Connector | Carling V Series Contura Il Sealed | 76K1067 1.29 
Rocker Switch 
@ VH1-01 Hole Plug Carling V Series Contura Il Sealed | 76K1070 2.26 
Rocker Switch 
@ VM3-01 Mounting Bracket 3-Gang | Carling V Series Contura Il Sealed | 76K1073 6.23 
Rocker Switch 
@VPS Panel Seal V Series Contura Il Sealed Rocker} 76K1074 0.16 
Switch 
PIM_69506 
HEAVY DUTY SNAP-IN ROCKER SWITCHES Carling Technologies” 
Constructed with a snap-in bracket system that provides front 


i L " c Innovative Designs. Powerful Solutions, 
panel dust/moisture protection. Action is On-None-Off. 


Ratings: 15A/125VAC, 28VDC; 10A/250VAC, 3/4 H.P. 
Dielectric strength: 1000V. Available in lighted and non- 
lighted versions. 125V neon models: “RC” in mfg. part no. 
designates red; “AM” designates amber. 


RoHS _ 

Compliant 

Available 
Wig 


Switch Contact | | Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-4+ 
DPDT 
@ TIGMSM-6S-WH-NBL (On)-Of-(On) [White 15a [4002371 12.33 
DPST 
@ TIGK50-6S-BL-NBL On-None-Off Black 15A 76K1062 10.19 
@ TIGK51-6S-BL-NBL On-None-Off Black 15A 76K1063 14.57 
@ TIGK91-6S-BL-NBL On-None-Off Black 15A 25H6466 21.97 
SPST 
@ TIGAS50-6S-BL-NBL On-None-Off Black 15A 89F5565 11.16 
@ TIGA51-6S-BL-NBL On-None-Off Black 15A 76K1061 5.78 
PIM_5117 


621 SERIES SUB-MINIATURE SNAP-IN 
ROCKER SWITCHES 


Features 

® Double insulated 

© Cost effective solution for appliance, audio visual, 
power supply, telecom markets 

Specifications 

© Operating Temperature: 0°C to 85°C 

@ Nylon base actuator 

@ Black rockers have no legends 

® Visi rockers with “9” suffix have vertical |-O legend 

8A/125VAC, 4A/250VAC. Dielectric strength: 1000V. 

UL recognized, CSA certified, VDE, SEV, and SEMKO 


Carling Technologies” 
Innovative Designs. Powerful Solutions, 

Oa i 
Compliant 
Available 
WE 


approved. 
Switch Contact | Price Each" 
Mfg. Part No. Operation Color Current Stock No. 1-9+ 
DPDT 
@ 62112421-0-0-N On-None-On Black 8A 76K1153 3.14 
@ 62112926-0-0-N On-None-On Black 8A 76K1154 3.78 
DPST 
@ 62115919-0-0-N On-None-Off Black 8A 94B6841 6.09 
DPST, Visi-red 
@ 62115919-0-9-V On-None-Off Black 4A 76K1155 2.36 
@ 62115929-0-0-V On-None-On Black 8A 76K1156 5.46 
SPDT 
@ 62111421-0-0-N On-None-On Black 8A 79K4495 2.63 
SPST 
@ 62116919-0-0-N On-None-Off Black 8A 76K1158 6.13 
SPST, Visi-red 
@ 62116919-0-9-V On-None-Off Black 8A 76K1157 3.58 
PIM_5116 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


R/LRA SERIES CURVETTE MINIATURE 
SNAP-IN ROCKER SWITCHES 


Miniature rocker switches are 1-pole, slow-make and 
break action. 0.250" (6.35) quick connect terminals. 


cating Technologies” 


Innovative Designs, Powerful Solutions, 


Gein 


SWITCHES & SENSORS 


SWITCHES — ROCKER 


YR SERIES DOUBLE POLE POWER ROCKER 
SWITCHES 


Features: 
@ High current rating to 20A 


CHERRY® 

Bis. : 
Compliant 
Available 


Ratings: 10A/125VAC, 10A/250VAC; mfg. part no. Geesimoiat © New style with rounded corners 
RD221 is 8A/250VAC, 12A/125VAC. Rated life 50M @ Lighted and non-lighted @) @ 
cycles @ rated load. Base is black; available with WG G @ Maintained-action and momentary ‘ 
Visi-Rocker two-color molded with “on” indication. @ Available in a variety of colors 
For neon illuminated switches: RS in type number @ Mechanical life: 50,000 operations min 
indicates rocker is solid red; CR indicates clear red; Specifications: 
CA indicates clear amber. UL recognized, CSA certified, VDE, SEV, and SEMKO approved; mfg. part no. © Dielectric strength: 1000VAC for 1 minute 
RD221 is UL recognized, CSA certified. ®@ Insulation resistance: 108 ohms min at 500VDC 
: a @ Initial contact resistance: 0.020 ohms max . 
Switch Contact Price Each © Temperature rating: -20°C to +105°C © Spring: Steel Wire 
Mfg. Part No. Operation Color Current Stock No. 1-9+ © Actuator material (non-lighted): Nylon 66 94V-2 ® Contacts: Silver Al loy 

SPDT, No Legend © Actuator material (lighted): Polycarbonate © Movable Arm: Silver-Plated Copper Alloy 
@ RBQ11-RB-B-O-N On-None-On | _ Black 10A 73K1304 3.17 @ Case material: Nylon 66 94V-2 oT eee) 
@ RC911-RB-B-0-N On-Off-On Black 16A 73K1305 2.10 Switch Contact Price Each 
SPST Mfg. Part No. Operation Color Current Stock No. 1-9+ 
@ LRA211-CR-B/125N On-None-O' Red 10A 73K0999 3.46 DPST 
@ LRA211-RS-B/125N On-None-O} Red 10A 73K1000 Sil @ YRM32F2FBBNN On-Off Black 20A 08N6035 2.19 
SPST, I-O vertical @ YRM32F2BBRLN On-Off Red 20A 08N6034 271 
@ RA901-VB-B-9-V On-None-O} Black 16A 50B1616 Ps PIM_116602 
SPST, No Legend 
@ RD221-MB-B-O-N (On)-None-O Black 8A 74K2468 2.20 TR SERIES THIN POWER ROCKER SWITCHES 
@RASTRE-BON | OnNone-09 | seo | 100 CHERRY® 
@ RA911-VB-B-0-V On-None-O} Black 10A 73K1302 3.11 RoHS 

A Compliant 
SPST, Off-On vertical Gepiino 
@ RAQ11-VB-B-1-V On-None-O' Black 10A 73K1303 1.96 g s obs 
PIM_5113 Poy 
K SERIES ROCKER SWITCHES @Q — 1.070 +] 413 

[Al E RRY o TR Series TR Series 


W 2 y —_ SS 
KC Series KF Series KR Series 
Features: Dielectric strength: 1500VAC 
@ KD, KS, and KC comply with IP56, All others Insulation resistance: 1,000MO 
comply with IP65 Initial contact resistance: 0.050 
@ Lighted and non-lighted versions Mechanical life: 100,000cycles 
@ Multiple terminal options Temperature rating: -25°C to +85°C. 


@ Variety of actuator and lens color options Termination: 0.187” Quick-connect 
Specifications: 


KM Series 


RoHS _ 
Compliant 
Available 


Switch Contact | Price Each” 
Mfg. Part No. Operation Color Current Stock No. 1-9+ 

DPDT 

@ KDH3CNA1BBB On-Off-On Black 16A 07P8621 6.60 
@ KMD3CMB8BBBRG2 On-Off-On Black 21A 07P8633 19.14 
@ KDH3BNA1BBB On-On Black 16A 07P8620 6.64 
DPST 

@ KFB3ANA1BBB On-Off Black 10A 07P8626 4.91 
@ KDH3ANA1BBB On-Off Black 16A 07P8619 4.92 
@ KGC3ANB1BBD On-Off Black 20A 07P8630 6.04 
@ KFB3ALA2RBB On-Off Red 10A 07P8625 5.96 
@ KDH3ALA2RBB On-Off Red 16A 07P8618 ae 
SPDT 

@ KRE2BNA1BBB On-On Black 16A 07P8636 3.44 
SPST 

@ KFB2DNA1BBB Off-(On) Black 10A 07P8624 4.89 
@ KRE2DNA1BBB Off-(On) Black 16A 07P8637 4.27 
@ KFB2ANA1BBB On-Off Black 10A 07P8623 4.52 
@ KRE2ANA1BBD On-Off Black 16A 07P8635 2.39 
@ KCA2ANA1BBB On-Off Black 16A 07P8617 3.36 
@ KGC2ANB1BBD On-Off Black 20A 07P8627 6.48 
@ KMD2AMB7BBBNR1 On-Off Black 21A 07P8631 9.21 
@ KFB2ALA2RBB On-Off Red 10A 07P8622 4.12 
@ KRE2ALA2RBB On-Off Red 16A 07P8634 4.10 
@ KCA2ALA2RBB On-Off Red 16A 07P8616 3.99 
PIM_133585 


1.800.463.9275 © newark.com 


TR series power thin rocker switches are single pole. Typical panel cut-out: 1.20” x 0.433”. Contact rating: 16A 
125/250VAC (UL/CSA) 16A 250V (VDE). Temperature range: -20°C to +85°C. Q.C. terminals: 0.250". Typical 
panel cut-out: 1.19” x 0.867”. 


Switch Contact Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-9+ 
SPST 
@ TRG22F2FBBNN On-Off Black 16A 01M9334 PANTS 
PIM_72220 


SR SERIES MINIATURE ROUND ROCKER SWITCH 

Electrical rating: 20A @ 125VAC H E RRY oN 

Self-locking tabs and anti-rotation pin for snug fit RoHS 
Mechanical life: 50,000 operations min. Gee sinpian 
Dielectric strength: 1000VAC Available 
Insulation resistance: 1080 @ 500VDC \ 
Tin-plated copper alloy terminals AM US 
Temperature range: -20°C to +65°C 


e 
e 
e 
e 
e 
) 
e 
© Fits 0.787” round panel cut-out 


Switch Contact Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-9+ 

SPDT 

@ SRJ24A3BBBNN On-Off-On Black 20A 25K9862 2.42 
@ SRJ24A3HBBNN On-Off-On Black 20A 25K9863 2.55 
@ SRJ23A3BBBNN On-On Black 20A 25K9861 0.74 
SPST 

@ SRJ22A3BBBNN On-Off Black 20A 25K9860 0.65 
PIM_84905 


RR SERIES MINIATURE ROUND ROCKER 
SWITCHES 


CHERRY® 


138 RoHS — 
50) | 635 (17-40) Compliant 

Available 
- WG 
it 


| 841 21.28) —| l 


© Typical Panel Cut-Out: 20mm Diameter 

@ Actuator: Nylon 66 (Nonlighted), Polycarbonate 
(Lighted) © 0.187" (4.75mm) Quick-Connect, Tin-Plated 

@ Nylon 66 Base, Rated UL94V-2 Copper Alloy Terminals 

Provide high-current switching in a compact round package. Self-locking tabs fit industry-standard panel cut- 

outs. Temperature range: -20°C to +65°C. Rated: 10A, 125VAC/8A, 250VAC 1/4HP (UL recognized, CSA 

certified); 10A (4) 250V ~ ys 7125/55 (VDE approved). 


© Silver Alloy Contacts 
© Copper Alloy Movable Arm 


> CONTINUED > 
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SWITCHES — ROCKER 


RR SERIES MINIATURE ROUND ROCKER SWITCHES (CONT.) CR SERIES POWER ROCKER SWITCHES (CONT.) 

Switch Contact | Price Each | Switch Contact | Price Each_ 

Mfg. Part No. Operation Color Current Stock No. 1-9+ Mfg. Part No. Operation Color Current Stock No. 1-9+ 

DPST, Illuminated SPDT 
@ RRA32H3BBRLN On-O Red 10A 01M8717 2.00 @ CRE24F2HBBNE On-Off-On Black 20A 01M7236 2.12 
DPST, O - Marking @ CRE23F2BBBNE On-On Black 20A 61H9267 0.54 
@ RRA32H3FBBNN On-O' Black 10A 01M8718 2.81 SPST 
SPDT, Illuminated @ CRE22F2FBBNE On-Off Black 20A 01M7234 2.01 
@ RRA22H3BBRLN On-O Red 10A 01M8714 2.66 @ CRE22F4BBBNE On-Off Black 20A 01M7235 2.01 
SPST @ CRE22F2BBRLE On-Off Red 20A 01M7233 2.59 
@ RRA22H3BBBNN On-O} Black 10A 01M8713 2.01 PIM_72217 
SPST, O - Marking ——eeeeeee—e————OO—O—O—S— SOS 
- ae On-O Red 10A 01M8716 2.01 FULL SIZE EURO ROCKER SWITCHES E-TeN 


LR SERIES MINIATURE ROCKER SWITCHES 
CHERRY® 


RoHS — 
Compliant 
f Available 
gu eae iar Y «728 


988 | © vw W @ Specifications: @ Actuator / Cap Color: Black 
| fe a) ® Contact Ratings: 154 @ 125VAC © Switch Mounting: Panel 
|< 732 —+| Switch Contact Price Each 
® Black housing © QC terminals: 0.187" Mfg. Part No. Operation Color Current Stock No. 1-4+ 
© Ratings: 10A 125VAC/8A 250V © Typical panel cut-out: 0.760” x 0.508”. DPDT, Non Illuminated, Screw Terminals 
© Temperature range: -20°C to 65°C 8004K54N1V2 (On)-Off-(On) Black 15A 04X5107 15.20 
Switch Contact Price Each SPDT, Non Illuminated, Screw Terminals 
Mfg. Part No. Operation Color Current Stock No. 1-9+ 8004K34N1V2 (On)-Off-(On) Black 15A 04X5106 7.99 
DPST 8004K28N1V2 On-None-On Black 15A 9409023 Sis) 
@ LRA32H2BBBNN On-Off Black 10A 85C0999 1.23 8004K22N1V2 On-Off-On Black 15A 85C5060 11.02 
@ LRA32H2FBBNN On-Off Black 10A 01M8189 2.05 SPDT, Non Illuminated, Spade Terminals 
@ LRA32H2FBGLN On-Off Green 10A 88H9536 2.39 8004K26N1V2 On-None-On Black 15A 94¢9021 9.19 
@ LRA32H2BBRLN On-Off Red 10A 01M8188 12355) SPST, Illuminated, Amber Lens, Screw Terminals, 125V Buld Voltage 
SPST 8005K37N113V42 None-Off-(On) Black 15A 04X5117 15.63 
@ LRA511-RC-B/024V Off-None-On White 10A 8109096 3.06 SPST, Illuminated, Amber Lens, Spade Terminals, 125V Bulb Voltage 
@ LRA22H2FBBNN On-Off Black 10A 01M8187 1.83 8005K35N113V42 None-Off-(On) Black 15A 04X5113 18.83 
@ LRA22H2BBRLN On-Off Red 10A 01M8186 2.13 8005K23N113V42 Off-None-On Black 15A 9409085 13.94 
PIM_72219 8005K25N113V42 Off-None-On Black 15A 04X5110 15.03 
SPST, Illuminated, Amber Lens, Spade Terminals, 14VDC Bulb Voltage 
8005K35N313V42 None-Off-(On) Black 15A 9409141 19.86 
ee enn nl eee eee ee CHERRY® 8005K23N313V42 Off-None-On Black 15A 3002141 13.08 
RoHS SPST, Illuminated, Green Lens, Screw Terminals, 125V Buld Voltage 
Gee tinoiat 8005K37N113V32 None-Off-(On) Black 1A 04X5116 = 
539 \\) so ton r2smc a SPST, Illuminated, Green Lens, Spade Terminals, 125V Bulb Voltage 
sig | |e ae A @ 8005K23N113V32 Off-None-On Black 15A : 04X5108 13.08 
| | 8005K25N113V32 Off-None-On Black 15A 9409115 13.08 
~ L739 SPST, Illuminated, Green Lens, Spade Terminals, 14VDC Bulb Voltage 
@ Black housing and non-lighted rocker © QC Terminals: 0.187” 8005K35N313V32 None-Off{On) Blaok 415A peKSGe0) 13.08 
© Ratings: 10A, 125VAC/6A, 250VAC © Typical panel cut-out: 0.760" x 0.508”. 8005K23N313V32 Off-None-On Black 415A 93B0936 18.83 
© Temperature range: -20°C to +65°C SPST, Illuminated, No Lense, Screw Terminals, 125V Buld Voltage 
Switch Contact | Price Each 8005K37N113V52 None-Off-(On) Black 15A 04x5118 15.63 
Mfg. Part No. Operation Color Current Stock No. 1-9+ SPST, Illuminated, Red Lens, Screw Terminals, 125V Buld Voltage 
SPDT 8005K37N113V22 None-Off(On) Black 15A 04X5115 15.63 
@ SRB24A2HBBNN On-Off-On Black 10A 01M9108 1.24 SPST, Illuminated, Red Lens, Spade Terminals, 125V Bulb Voltage 
@ SRB23A2BBBNN On-On Black 10A 01M9107 1.71 8005K35N113V22 None-Off-(On) Black 15A 04X5111 14.72 
SPST 8005K23N113V22 Off-None-On Black 15A 9409084 13.08 
@ SRB22A2BBBNN On-Off Black 10A 01M9105 1.57 8005K25N113V22 Off-None-On Black 415A 04X5109 14.24 
SPST, O - Marking SPST, Illuminated, Red Lens, Spade Terminals, 14VDC Bulb Voltage 
@ SRB22A2FBBNN On-Off Black 10A 10M5262 1.58 8005K35N313V22 None-Off-(On) Black 45A 04X5114 13.08 
SPST, On Off Markings 8005K23N313V22 Off-None-On Black 15A 9000581 18.83 
@ SRB22A2DBBNN On-Off Black 10A 01M9106 1.09 SPST, Non Illuminated, Screw Terminals 
PIM_72218 8004K25N1V2 On-None-Off Black 15A 97W6706 9.99 
OT PIM_211602 
CR SERIES POWER ROCKER SWITCHES CHERRY®@A 
oe XR SERIES ROCKER SWITCHES E "Tei 
(~~ Gecinp fant @ Available in four LED voltages: 14Vdc, 28Vdc, za 
re Available 125Vac, 277Vac RoHS 
i » ' © Standard rating: 18A 125V, 10A 277V, 21A 14Vdc Soper 


© Ura 
12 


764 \ q) » 
AE ' ALis 


y \ 4 
<—.906 — 4 
@ Rugged Design with Current Switching Up to 20A CSA Certified) 
@ 2-Color Molded Button Available for Maximum @ 3/4HP 250VAC (UL Listed), 16A 250VAC (VDE 
Visibility approved) 
@ Lighted and Non-Lighted Versions @ Temp. Range: -20°C to +85°C. 
® Splash-Proof Option Available @ 0.250" QC Terminals 
© Ratings: 20A 125VAC/16A 250VAC (UL Listed, ® Single Pole 


> CONTINUED > > CONTINUED > 
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SWITCHES & SENSORS 


SWITCHES — ROCKER 


XR SERIES ROCKER SWITCHES (CONT.) EURO-LOOK ROCKER SWITCHES (CONT.) 
Switch Contact | Price Each Switch Contact Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-4+ Mfg. Part No. Operation Color Current Stock No. 1-4+ 
DPST DPDT, Non Illuminated, Full Size 
@ XRXMXXXNV1CU Off-On Black 18A 8972389 ees @ 8004K52N1V2 (On)-Off-(On) Black 15A 11M1838 13.67 
@ XRXMXXXNV1DB Off-On Black 18A 8972390 6.65 @ 8004K40N1V2 On-Off-On Black 10A 11M1836 17.54 
SPDT DPDT, Non Illuminated, Standard Size 
@ XR3EG44NV1XX (On)-Off-(On) Amber 18A 8972408 9.32 @ 8006K52N1V2 (On)-Off-(On) Black 10A 11M1843 12.64 
@ XRIEG44NV1XX (On)-Off-(On) Amber 18A 8972399 9.52 @ 8006K40N1V2 On-Off-On Black 10A 411M1841 12.02 
@ XR3EG33NV1XX (On)-Off-(On) Green 18A 8972407 8.93 DPST, Non Illuminated, Full Size 
@ XR1EG33NV1XX (On)-Off-(On) Green 18A 8972398 9.32 @ 8004K43N1V2 On-None-Off Black 10A 11M1837 15.50 
@ XR1BG44NV1XX On-Off-On Amber 18A 8972395 9.32 DPST, Non Illuminated, Standard Size 
@ XR3BG44NV1XX On-Off-On Amber 18A 8972404 9.32 @ 8006K43N1V2 On-None-Off Black 10A 11M1842 10.51 
@ XR1BG33NV1XX On-Off-On Green 18A 8972394 = SPDT, Illuminated, Full Size 
@ XR3BG33NV1XX On-Off-On Green 18A 8972403 9.45 @ 8005K32N324V52 (On)-Off-(On) Black 15A 11M1840 12.20 
@ XR1CG44NV1XX On-On Amber 18A 8972397 9.52 SPDT, Illuminated, Standard Size 
@ XR3CG44NV1XX On-On Amber 18A 8972406 9.32 @ 8007K20N324V52 On-Off-On Black 10A 11M1844 12.20 
@ XR1CG33NV1XX On-On Green 18A 8972396 9.32 SPDT, Non Illuminated, Full Size 
@ XR3CG33NV1XX On-On Green 18A 8972405 9.32 @ 8004K32N1V2 (On)-Off-(On) Black 15A 11M1835 17.24 
SPST @ 8004K20N1V2 On-Off-On Black 10A 11M1833 9.55 
@ XR1IAEX4NV1XX Off-On Amber 18A 8972393 ens SPST, Illuminated, Full Size 
@ XR3AEX4NV1XX Off-On Amber 18A 8972402 7.42 @ 8005K23N313V52 Off-None-On Black 15A 11M1839 12.90 
@ XRXAXXXNV1CU Off-On Black 18A 8972387 5.12 SPST, Non Illuminated, Full Size 
@ XRXAXXXNV1DB Off-On Black 18A 8972388 5.12 @ 8004K23N1V2 On-None-Off Black 10A 11M1834 8.23 
@ XR1IAEX3NV1XX Off-On Green 18A 8972392 a Force Price Each 
@ XR3AEX3NV1XX Off-On Green 18A 8972401 7.42 Mfg. Part No. Description Type With Stock No. [4-1-9+ 
ARIBERENV TEX Sueely Red 18h CEE 7.42 © 28-3426 Connector .. [Eaton EURO/SR, ESPORT and| 88F2464| 1.18 
@ XR3AEX2NV1XX Off-On Red 18A 8972400 aa NGR Rocker Switches 
PIM_202053 @ 28-3425-2 Full Size, Amber Lens | Eaton Euro-Look Rocker Switches | 16F8150 2.73 
a @ 28-3425 Full Size, Green Lens | Eaton Euro-Look Rocker Switches | 16F8149 1.88 
SVR SERIES SEALED VEHICLE ROCKER SWITCHES E Te N @ 28-3425-3 Full Size, Red Lens | Eaton Euro-Look Rocker Switches | 16F8151 1.20 
a @ 28-5415-2 | Standard Size, Amber) Lens |Eaton Standard Size Euro-Style| 16F8160 0.65 
RoHS Rocker Switches 
Geasinpian @ 28-5415 Standard Size, Green| Lens |Eaton Standard Size Euro-Style| 16F8159 0.73 
mvallable Rocker Switches 
@ 28-5415-3 | Standard Size,Red | Lens |Eaton Standard Size Euro-Style| 16F8161 0.73 
Rocker Switches 


PIM_4990 
Below Panel Paddle Below Panel Rocker NEW GENERATION ROCKER SWITCHES a 
: bidet chaa a on Green LED e oe protection from dust and © Ratings: 158 @ 125VAC, 10A @ 250VAC, 15A @ 28VDC E = I e Ni 
© 12A OBUDe 10mA @ 14VDC @ Slow-Make/Slow-Break Contact Mechanism RoHS _ 
@ to 10mA @ © Mechanical Life: 250,000 Operations Min. Gee sinpiat 
Below panel versions now come assembled with the actuators. Switches incorporate automotive styling and © Terminals: Standard 0.250” Spade Available 
LED lighting in a 10-terminal design. Standard IP68 sealing on the front and back of the switch, including at ® Silver-Plated Copper Alloy 
the switch/connector interface. Snap-in lens rocker provides option for backlighting. Mounting hole size: 1.45 x © Dielectric: 1,000VRMS Min 
0.83 x 1.9” depth behind including the connector. Other circuit configurations and LED combinations available. @ Gang Mounting System 
Switch Contict Price Each @ Pad-Printed Legends on Lens Rocker and Bezel 
Mfg. Part No. Operation Color Current Stock No. 1-44 Full-size rugged switches feature ergonomic design and 
are sealed to resist splashing and dust. ( ) in table denotes 
DPDT, Paddle momentary contact. Circuits available: SPST, SPDT, DPST, 
@ SFRSXX5XXXXXXXX (On)-Off-(On) | Black | 12A 08J5559 17.50 and DPDT, maintained and momentary action. Switches have 
DPDT, Rectangle thermoplastic base and rocker. Units featured are black frame, 
- rocker and paddle style. Illuminated switches listed have 2 14VDC incandescent lamps, except mfg. part no. 
@ SARSXX1XXXXXXXX On-None-On Black 12A 96H7185 14.69 NGR25011, which has one lamp. Standard rocker actuator is two face, matte black, and snaps on and off the 
@ SA4SKK4GXXGXXXX On-None-On Green 12A 08J5555 17.48 switch. Fits in panel cutouts 1.734 x 0.867". Rockers, lenses and connectors must be ordered separately. Other 
Bsn colors available. 
For Use RISeIESe) 5 
i Switch Contact Price Each 
Mfg. Part No. Type With Stock No.| 1-1-9+ di aro eel 
eo ere . 3 h “A+ 
© 17-22145 Panel Plug Rocker Switches 2504467 ET ior Part No. Operation Color Current Stock No. 1-4: 
S se Eaton SVR Series Sealed Rocker | 25C4468 
ele Switches Ue @ NGR25881BNAAN (On)-Off-(On) Transparent 15A 16F8144 18.53 
© 25-13936 | Polarized Lock On Connector] SVR Series Rocker Switches | 25C4470 1.54 @ NGR25481BNAAN On-None-On_| Transparent 15A 16F8143 16.19 
PIM. 68027 @ NGR25681BNAAN On-Off-On Transparent 15A 16F8141 19.49 
: DPST 
@ NGR20011BNOON On-None-Off Black 15A 16F8146 9.36 
pahederehe eo SWITCHES E ‘Te ie @ NGR25011BNAON On-None-Off Transparent 15A 16F8142 15.90 
© Slow-Make/Slow-Break; Butt-Action SPST 
© Standard Brass 0.250” Spade Terminals NGR15881BNAAN (On)-Off-(On) Black 12A 9406363 14.97 
-Si i 1 RoHS 
a letras ee eh ela Gee einpiat NGR10051BNOON (On)-Off-(On) Black 72A 94c6317 | 12.88 
low voltage DC applications. Featured units are sealed, with NGR15011BNAON Off-None-On Black 12A 4170224 11.88 
black mounting frame. Switches and actuators are black. Full Al @G NGR10011BNOON OffNone-On Black 12A 9406308 7.56 
and standard size switches featured have two lenses and a On-None-O! Black 12A 9406348 
14VDC bulb, except switch mfg, part nos. 8005K23, which has NGRISASIBNAAN danced ki 2UIb2 
one lens and a 14VDC bulb; Thermoset base; thermoplastic NGR15681BNAAN On-Off-On Black 12A 9406355 22.68 
rocker actuators. Dielectric: 1,000Vrms min. ( ) in table denotes A 
momentary action. Other color lens, contact, configuration and For Use | Price Each 
rocker versions available; go online or call. Order lenses and Mfg. Part No. Type With Stock No.|__1-1-9+ 
connector separately for illuminated switches. UL recognized, CSA certified. @ 2800050000500 | Rocker Actuator New Generation Rocker Switches 16F8138 1.88 
@ 2800050000000 | Rocker Actuator New Generation Rocker Switches 16F8139 1.40 
@ 2800000000500 | Rocker Actuator New Generation Rocker Switches 16F8140 0.99 
@ NGR20051BNOON Hs NGR Series Rocker Switches 16F8148 12.43 
@ 28-5863-2 Lens Eaton New Generation Rocker Switches | 16F8162 1.56 
> CONTINUED > > CONTINUED > 
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SWITCHES & SENSORS 
SWITCHES — ROCKER 


NEW GENERATION ROCKER SWITCHES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


1600//2600 SERIES MINIATURE ROCKER SWITCHES (CONT.) 


For Use | Price Each Switch | Contact | Price Each 
Mfg. Part No. Type With Stock No.|  1-1-9+ Mfg. Part No. Operation Color Current Stock No. 1-4+ 
@ 28-5863 Lens Eaton New Generation Rocker Switches | 16F8163 0.55 DPDT 
@ 28-5863-3 Lens Eaton New Generation Rocker Switches | 16F8164 0.55 @ 2606-11E (On)-Off-(On) Black 10A 94F8150 10.47 
@ 1000000000000 | Rocker Actuator New Generation Rocker Switches 2501398 1.19 @ 2602-11E On-None-On Black 16A 23F033 6.30 
@ 28-5637-2 Eaton EURO/SR, ESPORT and NGR| 90B6942 1.52 @ 2602-12E On-None-On White 16A 46F1839 7.20 
Rocker Switches DPST 
PIM_4989 @ 2600A21E On-None-O Amber 16A 95F4250 7.10 
@ 2600A11E On-None-O' Amber 16A 44F1250 7.10 
8055 SERIES SEALED ROCKETTE® SWITCHES E iT oh @ 260011E On-None-O Blacl 16A 23F032 3.93 
© On-None-Off Action a @ 2600G11E On-None-O} Green 16A 44F1251 6.43 
e poles 125VAC; and 10A, 250VAC; 3/4hp @ © 2600R11E On-None-O Red 16A 44F1252 7.10 
Spade terminals: 0.250”. Switches listed have black 4 RoHS _ SPDT 
concave rocker, snap-in mounting frame. UL recognized, AIC Gee eimai @ 160411E On-Off-On Blacl 16A 23F004 4.07 
CSA certified. Panel opening: 1.45 x 830". Other actuator | * SPST 
beside rela versions available; go online or call | A @ © {S00RTIE GnNoneO Black TéA TaFI243 ae 
| p @ 1600R21E On-None-O Black 16A 46F1835 8.04 
7 @ 160011E On-None-O Blac 16A 23F001 2.96 
PIM_4870 


8055K43Z7V 
Switch Contact Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-4+ 
DPST 
@ 8055K43Z7V On-None-Off Black 15A 11M1847 12.06 
SPST 
@ 8055K23Z7V On-None-Off Black 15A 11M1846 9.38 
PIM_4987 


1600H/2600H SERIES HIGH-INRUSH MINIATURE ROCKER 
SWITCHES 


-TeN 
alh® 
Gepeina 
Compliant 
Available 
WG 


2600H 


1600H 
x 0.118"D (27.40 x 12.34 x 2.99); Series 2600H 


(Rectangular Cutout): 1.079L x 0.880W x 0.118"D 
(27.40 x 22.35 x 2.99) 


@ Rated: 22A, 125VAC; 16A, 250VAC; 10A, 14V(T) 
@ On-None-Off Lever Action 

@ Mechanical Life: 50,000 Cycles Minimum 

@ Panel Openings: Series 1600 1.079L x 0.486W 


Switches are designed to handle high-inrush currents up to 100A peak inrush for 10 milliseconds at 125VAC for 
10,000 cycles minimum. Available in illuminated and non-illuminated snap-in models. Illuminated models feature 
125V neon lamps. “H’ in type number indicates black gloss base and lever. “HM” in mfg. part no. indicates black 
matte base and lever. UL recognized, CSA certified and ENEC 19 approved. 
Switch Contact Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-4+ 

DPST 

@ 2600HM11E On-None-Off Black 16A 46F1857 4.24 

@ 2600H11E On-None-Off Black 16A 46F1439 3.57 

@ 2600HR11E On-None-Off Red 16A 46F1858 6.69 
SPST 

@ 1600HM11E On-None-Off Black 16A 46F1855 5.01 

@ 1600H11E On-None-Off Black 16A 46F1854 3.41 
PIM_4871 


1600//2600 SERIES MINIATURE ROCKER SWITCHES 


E -_ e 
RoHS 
Geptinaian 
Available 


2600 Series 


1600 Series 
© Rated: 16A, 125VAC; 16A, 250VAC 


@ Panel Openings — 1600 Series: 1.075” x 0.483" x 
0.118"; 2600 Series: 1.075” x 0.876” x 0.118” 


@ Slow-Make, Slow-Break Action 

@ |lluminated Switches Have Lamp Life of 5,000 
Hours Minimum 

@ Mechanical Life: 50,000 Cycles 


Miniature snap-in AC rocker switches feature rectangular bezel in black gloss finish with black, white or lighted 2 
face rocker lever. Illuminated models feature 125V neon lamps except mfg. part nos. 1600R21E and 2600A21E 
which are 250V neon. For non-illuminated switches, 11E suffix in mfg. part nos. designate black base and lever 
and 12E suffix designates black base, white lever. 21E suffix in mfg. part nos. designate white base, black 
lever. -E suffix in mfg. part nos. denotes 0.250” (6.3mm) tabs “quick-connect terminations”. (On) or (Off) position 
status indicates momentary action. UL recognized, CSA certified, ENEC 19 approved. 

ILLUMINATED SWITCHES 

All switches feature On-None-Off action. 


> CONTINUED > 
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1500//2500 SERIES MINIATURE ROCKER SWITCHES 


3 3 


2500 1500 
@ 15A, 125VAC; 10A, 250VAC 


@ Panel openings: Series 1500: 1.070L x 0.483” x 
0.118"; series 2500: 1.075” x 0.876” x 0.118” 


E ry e 
RoHS _ 
Compliant 
Available 
WG 


@ Slow-make, slow-break action 

@ Mechanical life: 50,000 cycles 

@ |lluminated switches have lamp life of 5,000 hours 
minimum 


Miniature snap-in AC rocker switches. Quick-connect terminals. Feature rounded bezel in black matte finish with 
contoured black or lighted rocker lever. Lighted models feature 125V neon lamps. 11E suffix designates black 
base and lever. UL recognized, CSA certified and ENEC 19 approved. 

ILLUMINATED SWITCHES 
All units feature On-None-Off action. 

Switch Contact Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-9+ 

DPST 

@ 2500-11E On-None-O} Black 15A 87F2628 3.75 

@ 2500R11E On-None-Off Red 15A 87F2637 6.56 
SPDT 

@ 1506-11E (On)-Off-(On Black 15A 95F4248 4.86 

@ 1504-11E On-Off-On Black 15A 87F2627 3.92 
SPST 

@ 1501-11E (On)-None-O' Black 15A 87F2625 3.75 

@ 150011E On-None-Off Black 15A 87F2624 3.03 

@ 1500G11E On-None-O} Green 15A 87F2633 4.20 

@ 1500R11E On-None-Off Red 15A 87F2634 5.56 
PIM_4869 

RBW2 SERIES ROCKER SWITCHES a 

Electrical Rating: 16(16)A 125VAC 5E4 85 [cURus] > EoSWITCH’ 
1/3HP 125VAC IP66 [cCURus] ww 


10(10)A 250VAC 5E4 T85 [VDE] 

Electrical Life: 50,000 Cylces 

Mechanical Life: 50,000 Cycles 

Contact Resistance: <30mO Max. 

Insulation Resistance: 500Mohm Min. at 500VDC 
Dielectric Strength: 1000VAC for 1 Minute 
Operating Temperature: -20°C to 85°C Min. 
Ingress Protection: IP66 

Panel Cutout: 22mm x 30mm 


RoHS 

Compliant 

Available 
cds 


Switch Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-9+ 
DPDT 
@ RBW2BBLKBLKEFO On-On Black 16A 4175385 5.11 
@ RBW2BBLKREDEFO On-On Red 16A 4175386 5.05 
DPST 
@ RBW2ABLKBLKEFO Off-On Black 16A 4175380 3.24 
@ RBW2ABLKBLKFFO Off-On Black 16A 4175381 4.53 
@ RBW2ABLKGILEF1 Off-On Green 16A 4175382 9.01 
@ RBW2ABLKRILEF1 Off-On Red 16A 4175384 4.83 
@ RBW2ABLKREDIFO Off-On Red 16A 4175383 4.53 
PIM_196352 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


RVW SERIES 20 AMP FULL SIZE 
ROCKER SWITCHES 


Features 

@ Heavy Duty Ratings with cULus Approval 
© Full Size Rocker Switch 

@ Internal Dust and Water Protection to IP54 
@ Glossy Finish Option 

Specifications 

© Contact rating: 20A 125VAC 

Operating temperature: -20°C to 55°C 
Electrical life: 6,000 Cycles 

Contact resistance: 50mohm max. 
Insulation resistance: 800Mohm min. at 500VAC 
Dielectric strength: 1,500VAC for 1 minute 
Ingress protection: |P54 standard 


PN 
2 EeSWITCH’ 
WwW 


RoHS — 
Compliant 
Available 
* 
CALs 


Price Each 
1-9+ 


Switch 
Operation 


Contact 
Mfg. Part No. Current 
DPST 

@ RVW42D1123 
@ RVW4GD1100 


PIM_194838 


Color Stock No. 


Off-On 
On-On 


Black 20A 
Black 20A 


24R3902 
24R3896 


6.35 
5.55 


WB2 SERIES 20 AMP POWER ROCKER 
SWITCHES 

Features 

@ High Ratings with UL and TUV Approvals 

@ Industry Standard 22mm x 30mm Cutout 

@ Internal Dust and Water Protection to IP55 
Specifications 

© Contact rating: 20A 125VAC [cULus] 

Operating temperature: -20°C to 65°C Mmn. 
Contact resistance: 50mohm max. 

Insulation resistance: 500Mohm min. at 500VDC 
Dielectric strength: 1,500VAC for 1 minute 
Ingress protection: |P55 Standard 


PN 
(2 EeSWITCH’ 
Vv — 


RoHS _ 
Compliant 
Available 


oO us 


‘TUV Rheinland 


Price Each 
1-2499+ 


Switch 
Mfg. Part No. Operation 


DPDT, Actuator Marking: | 0 Il 
@ WB246D1929 On-Off-On Red 20A 
DPST, Actuator Marking: I/O Vert 
@ WB242D1121 Off-On 
DPST, Actuator Marking: No Marking 
@ WB242D1100 Off-On 


PIM_194836 


Contact 


Color Current Stock No. 


24R4237 7.95 


Black 20A 24R4232 4.68 


Black 20A 24R4230 2.45 


R13 SERIES MINIATURE ROCKER SWITCHES @ 
multicomp 


RoHS _ 
Compliant 
Available 


SWITCHES & SENSORS 


R13 SERIES MINIATURE ROCKER SWITCHES (CONT.) 


SWITCHES — ROCKER 


Switch Contact Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-9+ 
SPST 
@ R13-112A-02-BB-3A On-Off Black 16A 03P2443 1.64 
@ R13-112A-02-BB-0A On-Off Black 20A 03P2442 0.64 
@ R13-112A8-02-BB-0A On-Off Black 20A 03P2446 3.12 
@ R13-112A8-02-BB-2A On-Off Black 20A 03P2447 Cults 
@ R13-112A5-02-WW-0A On-Off White 20A 03P2444 2:13 
@ R13-112A5-02-WW-3A On-Off White 20A 03P2445 1.99 
For Use Price Each 
Mfg. Part No. With Stock No. 1-1-49+ 
@ R13-112BT Multicomp R13-112 Rocker Switches 03P2450 0.33 
PIM_142170 
ULTRAMINIATURE ROCKER AND LEVER @ 
SWITCHES multicomp 
Features 


© Rocker and Lever actuator styles available 
© Black actuators 

® Gold plated copper alloy contacts 

® Glass filled nylon body, UL 94V-0 Rated 
Specifications 

Contact Rating: 0.4VA max. @ 20V ac/dc 
@ Mechanical life: 50000 operations 

® Contact resistance: <100mR 

© Rocker length: 2.3mm 
e 
e 


<7, RoHS — 
| Compliant 
~ oh Available 
es j 


Lever length: 3.8mm 
Operating temperature: -30°C to +85°C i 
Switch Price Each 
Mfg. Part No. Operation Color Stock No. 1-9+ 
DPDT, Vertical 
@ 4UD1R202M7RN On-On Black 95M2274 4.41 
SPDT 
@ 4US1R202M2RN On-On Black 95M2278 3.55 
SPDT, Vertical 
@ 4US1R102M7RN On-On Black 95M2277 3.75 
PIM_116608 
STANDARD ROCKER SWITCHES Tit 
Features I ni m 
@ Black bodied switches positive action u Ico Pp 


© Non-illuminated types available with either 1/0 
status marking or with colored section (red or 
green) that becomes visible in ON position 

@ |lluminated types available with color illuminated 

rocker 

Snap-in mounting 

6.3 x 0.8mm Quick connect terminals 

CSA, VDE and CQC Approved, UL recognized 

Ratings: 10A at 125Vac, 15A at 250Vac 


Contact Resistance: 20mO 
Insulation Resistance: 50MO at 500V de 


ve 


@ Flamability: UL 


94V-2 
Ratings - VDE, SEMKO & CQC: 16(6)A@ 250V ac_ @ Single pole : Bezel=32 x 13.7, Body=27.7 x 10.6 x 
18, Panel cut-out=30 x 11mm 


Dielectric Strength: 3.5kV 


Specifications 


© Double pole : Bezel=32 x 25, Body=29 x 22.1 x 18, 
Panel cut-out=30 x 22.56mm 


Illuminated Non-illuminated 

Features: © Contact rating: 6A at 125VAC; 3A at 250VAC; 

@ Nylon frame and silver plated brass terminals R13-112, R13-244: 20A at 12VDC 

@ Nylon with fibre glass base @ Maximum contact resistance: 50mO. 

@ R13-234 snap-in mounting, easy to install switch @ Minimum insulation resistance: 500Vdc, 100MO 

into panel © Dielectric strength: 1500VAC for 1 minute 
@ R13-241 screw type @ Termination: Solder lug 
Specifications: 
Switch Contact Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-9+ 

DPST 

@ R13-244A-02-BB-0A On-Off Black 20A 03P2479 2.65 
@ R13-244A-02-BB-3A On-Off Black 20A 03P2480 2.65 
@ R13-244B-02-BG-0A On-Off Green 20A 03P2483 3.96 
@ R13-244B-02-BR-0A On-Off Red 20A 03P2484 3.86 
@ R13-244A5-02-WW-3A On-Off White 20A 03P2482 3.84 
SPDT 

@ R13-2341-05-BB-0A (On)-Off-(On) Black 6A 03P2470 2.84 
@ R13-234D-05-BB-0A On-Off-On Black 6A 03P2469 2.84 
@ R13-234C-05-BB-0A On-On Black 6A 03P2468 2.60 
SPST 

@ R13-112F-02-BB-0A (On) Black 20A 03P2455 1.84 
@ R13-112B9-02-BBR-0A (On)-Off Black 10A 03P2454 4.14 
@ R13-112B-02-BG-0A (On)-Off Green 20A 03P2448 TA 
@ R13-112F-02-BB-3A Off-(On) Black 16A 03P2456 2.28 
@ R13-112F8-02-BB-2A Off-(On) Black 16A 03P2458 4.08 
@ R13-234A-05-BB-0A On-Off Black 6A 03P2467 2.40 
@ R13-112B9-02-BBG-0A On-Off Black 10A 03P2453 6.62 

> CONTINUED > 
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Switch Contact | Price Each 

Mfg. Part No. Operation Color Current Stock No. 1-9+ 
DPST 
@ MC37920-001-1101 On-O' Black 16A 74M3101 _ 
@ MC37920-001-2701 On-O' Black, Green 20A 74M3103 pee 
@ MC37920-001-2601 On-O} Black, Red 20A 74M3102 = 
@ MC37920-021-1104 On-0} Green 20A 74M3105 Ee 
@ MC37920-021-1102 On-O' Red 20A 74M3104 ae 
SPDT 
@ MC34231-011-21 On-On Black 16A 74M3098 = 
SPST 
@ MC34224-071-1501 On-O' Black 16A 74M3096 _ 
@ MC34231-001-71 On-O' Black 16A 74M3097 SS 
@ MC34231-091-72 On-O} Red 16A 74M3099 eee, 


PIM_116562 
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SWITCHES & SENSORS 
SWITCHES — ROCKER 
ROCKER SWITCHES \ @ 
grain ee Range of Rocker Switches available in mu iticomp 


single and double pole 

Single pole is VDE approved 

Mechanical life: >100,000 ops. 

Operating temperature: 0°C to +85°C 

Dielectric strength: 3.5KV ac 

Insulation resistance: >50MO 

Contact resistance: 20mO 

Single pole bezel = 30 x 13.9 Depth=29.6 
Tabs=6.3 

© Cut-out: 1mm panel (min.) 27.3 x 12.2 3mm panel 


Ost 
Available 
G 


G 


© Double pole bezel = 21 x 15 Depth=22.7 Tabs=6.3 
© Cut-out: 1mm panel (min) 27.2 x 22.1 3mm panel 


(max) 27.5 x 12.2 Amanee x 22d 
Specifications 
Switch Contact | Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-9+ 
DPDT 
@ MC33523-011-91 On-Off-On Black 10A 97K4674 = 
DPST 
@ MC33523-001-91 On-Off Black 10A 97K4673 os 
SPDT 
@ MC33412-041-11 On-Off-On Black 10A 97K4670 = 
SPST 
@ MC33428-001-11 On-Off Black 10A 97K4671 a 
PIM_116559 
MINIATURE ROCKER SWITCHES multicomp 


Gop tinpian 
Available 
G 


oF 


MC3813-011-021 
Features: © Contact Resistance : 20mR 


© Compact range of rocker switches © Dielectric Strength : 3.5KV ac 

@ Fit standard panel cut-ou @ Inrush Current :100A 
Specifications: © Operating Temperature : 0°C to +85°C 

© Contact rating: 4A at 250Vac © Mechanical Life : >100000 ops 

© Insulation Resistance :>50MR 

Switch Contact Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-9+ 

DPST 

@ MC3813-011-01 On-Off Black 16A 97K4691 = 
@ MC3813-011-021 On-Off Black 16A 97K4692 ees 
@ MC3811-091-05 On-Off Green 16A 97K4690 = 
@ MC3811-091-02 On-Off Red 16A 97K4689 25 
SPDT 

@ MC36328-011-01 On-Off Black 12A 97K4688 = 
SPST 

@ MC36328-001-01 On-Off Black 12A 38K4976 = 
PIM_116495 


CW SERIES MINIATURE POWER ROCKERS 

Specifications: 

© Electrical Ratings: 9A @ 125V AC 

© Contact Resistance: 20 milliohms maximum 

@ Dielectric Strength: 1,500V AC minimum between contacts 
for 1 minute minimum 

© Operating Temperature Range: -20°C through +85°C 
(-4°F through +185°F) 

Features: 

© Low cost molded rocker 

@ Snap-acting contact mechanism gives smooth 
actuation and audible feedback 

© Stable stationary contact construction for high 


RoHS _ 
Compliant 
Available 


reliability @ Double SS in Solder lug/quick connect terminals 
Switch Contact | Price Each 
Mfg. Part No. Operation Color Current Stock No. 1-9+ 

DPST 
@ CWSB21DADF On-None-Off Amber 9A 09X8815 7.46 
@ CWSB21FAFF On-None-Off Green 9A 09X8816 4.03 
@ CWSB21CACF On-None-Off Red 9A 09X8814 7.46 
PIM_212765 
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@ Indicates RoHS Compliant 4] Find Datasheets Online 


JWL SERIES ROCKER SWITCHES 
Specifications: 

© Contact rating: 16A @ 125 / 250VAC 

© Contact resistance: 20 milliohms max. 

® Dielectric strength: 2000VAC for 1 minute 

© Operating temperature: -25°C to +70°C 


MI<i< 


SWITCHES 


RoHS — 
Compliant 
Available 


Switch Contact | Price Each 

Mfg. Part No. Operation Color Current Stock No. 1-9+ 
DPDT 
@ JWL22RAA On-None-On Black 16A 10X0375 21.84 
DPST 
@ JWL21BA2A-A On-None-O} Black 16A 10X0344 14.67 
@ JWL21RA1A On-None-O} Black 16A 10X0353 13.41 
@ JWL21RA2A On-None-O} Black 16A 10X0356 19.36 
@ JWL21RA2A/UCV On-None-O Black 16A 10X0358 13.41 
@ JWL21RAA On-None-O} Black 16A 10X0350 — 
@ JWL21RC1A On-None-O} Red 16A 10X0365 13.41 
@ JWL21RC2A On-None-O Red 16A 10X0368 13.41 
@ JWL21RC2A/UCV On-None-O Red 16A 10X0370 19.36 
SPST 
@ JWLI1RA1A On-None-O} Black 16A 10X0315 15.44 
@ JWL11RA2A On-None-Off Black 16A 10X0318 9.29 
PIM_211562 
ROCKER SWITCHES 


NTE 


ELECTRONICS, INC. 


. 
© 


@ (54-058 only) 12A 125VAC, 8A Rte 
250VAC, 1/2 HP 125-250VAC Available 

@ Dielectric Strength: 1000VRMS 

© Temperature rating: +32°F to +185°F (0°C to 
+85°C) 

© Electrical life: 100,000 cycles 

@ Mechanical life: 100,000 cycles 


Features: 

@ Fits Standard Panel Cutout 

@ Single & Double Pole Types 

© Double Insulated 

@ High Barrier Type 

Specifications: 

© Current Rating: 16A 125VAC, 10A 250VAC, 3/4 


HP 125-250VAC © Terminal type: .250” Tab Q.C. 
Switch Contact | Price Each” 
Mfg. Part No. Operation Color Current Stock No. 1-49+ 

DPDT 
@ 54-118 (On)-Off-(On) Blac! 15A 32M5297 = 
@ 54-052 On-Off-On Blac! 15A 32M5234 = 
@ 54-051 On-On Black 15A 32M5233 = 
DPST 
@ 54-076 On-O' Blacl 8A 32M5258 = 
@ 54-050 On-O' Blacl 15A 32M5232 fo 
@ 54-081 On-O' Black 20A 32M5263 = 
@ 54-082 On-O} Red 20A 32M5264 = 
SPDT 
@ 54-063 On-Off-On Blac! 16A 32M5245 = 
SPST 

54-532 On-O' Amber 16A 32M5510 aa 
@ 54-064 On-O' Amber 16A 41R7929 = 
@ 54-075 On-O' Blacl 8A 32M5257 = 
@ 54-053 On-O} Black 15A 11R7926 — 
@ 54-047 On-O' Black 15A 32M5229 = 
@ 54-059 On-O} Blacl 16A 32M5241 = 
@ 54-060 On-O' Blacl 16A 32M5242 om 
@ 54-062 On-O} Black 16A 11R7928 —_ 
@ 54-088 On-O} Blue 20A 32M5269 = 
@ 54-533 On-O} Green 16A 32M5511 = 
@ 54-083 On-O' Red 10A 32M5265 = 
@ 54-054 On-O' Red 15A 11R7927 = 
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SWITCHES & SENSORS 
SWITCHES — ROCKER 


ROCKER SWITCHES (CONT.) TRD SERIES ROCKER SWITCHES (CONT.) 
@ 54-065 On-Off Red 16A 32M5247 = Switch Contact Price Each 
PIM_132349 Mfg. Part No. Operation Color Current Stock No. 1-9+ 
SPDT 
@ TRD11D10WL On-None-On Black ae 94F9972 9.54 


ALCOSWITCH PRC SERIES POWER ROCKER SWITCHES 


Features: @ TRD13D10WL04 On-None-On Black 3A 16M2494 10.28 
© Designed for snap in panel mounting @ TRD13D10WLLR204 On-None-On Black 3A 16M3846 15.08 
© 21.2x36.6mm panel cut-out 

© Sealed to IP66 standards Aiieesormenoy _ MS TROT: On-Of-(On) | Black i 92F2905 | 18.37 
@ Various rocker markings standard PIM_4704 

@ Ideal for us in industrial machinery, vacuum cleaners, 


HVAC equipment, etc 
Specifications: 


‘aie SELECTOR SWITCH 
Current rating: 20A at 125VAC. Os 


Compliant Benefits: AL Ob ae 
— FADED 


© Contact resistance: 50mO Robust design 
© Mechanical life: 1000,000 operations min . e Fast mounting : 
® Actuating force: 400 to 2900g 0 © Built in LED as an option 
© On = Maintained action @ Reduced stock keeping 
x Price Each © Low built-in depth 
Switch Contact [tice =a) The exciting new family of Compact pilot devices is 
Mfg. Part No. Operation Color Current Stock No. 1-9+ establishing new standards of performance. No matter 
DPDT what your application, the new range will improve your 
@PRCDD1-20F-BBOEW | __On-On Black 20A 117250 7.70 product and streamline your cost. ; ; 
The all-in-one design makes everything easier; the entire 
DPST functionality is condensed into one unit. You never need to 
@ PRCDA1-20F-BBOBW | On-Off Black 20A 11H7267 3.85 match items together and each item has a single ordering 
SPDT number. 
@ PRCSD1-20F-BBODW | On-None-On Black 20A 11H7258 5.51 No. of No. of Price Each 
SPST Mfg. Part No. Poles Positions Stock No. 1-9+ 
@ PRCSA1-20F-BBOBW On-Off Black 20A 147240 0.87 C2SS210B-11 2 2 61Y0683 37.20 
PIM_103039 PIM_5542778 
ALCOSWITCH PRA, PRB, PRD SERIES MINIATURE POWER ABB - VOLTAGE SELECTOR SWITCHES, C2SSXXX/ Ak ED ED 
= 
ROCKER SWITCHES = TE C3SSXXX SERIES 


connectivity C2SS1 Series 
Compact Selector Switch - 2-pos Fixed B&C - Short handle 
AUTHORIZED DISTRIBUTOR: - Black - Non-illuminated - Black plastic 


RoHS | C2SS2 Series 
Gap sinpian Compact Selector Switch - 2-pos Fixed A&C - Short handle 
- Black - Non-illuminated - Black plastic 
C3SS1 Series 
Compact Selector Switch - 3-pos Fixed A&B&C - Short 
handle - Black - Non-illuminated - Black plastic 


Ww 


PRASA1-16F-BB000 PRASC1-16F-BBROO PRDDD1-16F-BR000 Switch MPN Configuration Maintained Positions 

Panel cutout size: A = .514” x .754” (13mm x 19.2mm). Terminal type: FASTON™ Tab. Frame and rocker color: C28S110B-10 TNO BC 

black. Prefix PR “X” S in Alcoswitch mfg. part no. denotes single pole, prefix PR “X” D in Alcoswitch mfg. part a 

no. denotes double pole. C2SS110B-11 1NO + INC 

= C2SS110B-20 2NO 
ewiten outa [Price Each [czsszt08-10 1NO AC 
Mfg. Part No. Operation Color Current Stock No. 1-24+ Z " 

DPDT C2SS210B-20 2NO 

@ PRDDD3-16F-BB000 On-Of-On | _ Black 16A 89C8975 = Casei10E- It LINO ING 
SS Se  eaoaoaoooOoooeEeaEeeEe C3SS110B-20 

DPST 

@ PRDDA1-16F-BB000 On-Off Blac 16A 89C8973 3.23 Contact Contact No. of Price Each 
@ PRDDD1-16F-BB000 On-On Blac! 16A 89C8974 4.77 Mfg. Part No. Current Voltage AC Positions Stock No. 1-9+ 
SPDT C2SS110B-10 1.5A 127V 2 610670 = 

@ PRASD3-16F-BB000 On-Off-On Black 16A 8908965 = C2SS110B-11 1.54 127V 2 61Y0671 = 
SPST C2SS110B-20 1.54 127V 2 610672 = 

@ PRASB2-16F-BBROO On-Off Blac 16A 8908963 oe C2SS210B-10 1.5A 127V 2 610682 = 

@ PRASC1-16F-BBROO On-Off Blac! 16A 8908966 2.54 PIM_5732387 

@ PRBSA1-16F-BB000 On-Off Black 16A 89C8970 0.93 

@ PRASA1-16F-BB000 On-Off Black 16A 8908962 2.05 MODULAR SELECTOR SWITCH A ED ae 
@ PRBSA1-16F-BBOBW On-Off Blac! 16A 09H1710 1.57 PAEDED 
@ PRBSB1-16F-BR000 On-Off Red 16A 85C2087 3.65 

@ PRASD1-16F-BB000 On-On Black 16A 8908964 1.81 
PIM_72367 \ 
TRD SERIES ROCKER SWITCHES 

a=» 
Panel mount rocker uniquely fits in 15/32” round hole. = TE 


connectivity 


Contact rating: gold 0.4VA at 20VDC, silver 3A at 125VAC 


or 28VDC. Contact timing: break-before-make. Dielectric RUA BRGED OSTEBITOR Meso t08 Mee SSSR 
strength: 500Vrms at sea level. Operating temp.: -20°C to RoHS Contact Contact No. of Price Each 
+80°C. Case material: thermoplastic. Ost Mfg. Part No. Current Voltage AC Positions Stock No. 1-94 
M2SSK1-101 500mA 125V 2 628148 63.34 
M2SSK2-101 500mA 125V 2 62Y8171 63.34 
M2SSK3-101 500mA 125V 2 628185 63.34 
M2SS1-10B 500mA 125V 2 628229 19.07 
Switch Contact Price Each M2SS2-10B 500mA 125V 2 6278259 19.07 
Mfg. Part No. Operation Color Current Stock No. 1-9+ M2SS2-11G 500mA 425V 2 62Y8267 29.48 
DPDT M2SS$2-30B 500mA 125V 2 628271 19.07 
@ TRD21N10WL On-None-On Black sa 88F3747 eee M2S84-10B 500mA 125V 2 62Y8353 19.07 
@ TRD23N10WL04 On-None-On Black 3A 16M2495 19.26 M2SS5-10B 500mA 125V 2 628379 19.07 
M3SSK1-101 500mA 125V 3 62Y8458 76.22 
> CONTINUED > > CONTINUED > 
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SWITCHES — ROTARY 


MODULAR SELECTOR SWITCH (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


C22 SERIES NON-ILLUMINATED SELECTOR SWITCHES 


E-T-N 


Contact Contact No. of Price Each 
Mfg. Part No. Current Voltage AC Positions Stock No. 1-9+ Seating 
M3SSK3-101 500mA 125V 3 62Y8480 76.22 Available 
M3SS1-10B 500mA 125V 3 628533 19.07 @) C € 
M3SS$1-11G 500mA 125V 3 62Y8538 29.48 
M3S$1-30B 500mA 125V 3 62Y8542 19.07 
M3SS82-10B 500mA 125V 3 62Y8590 24.27 
M3SS3-10B 500mA. 425V 3 628619 24.27 With over 20 variations of operation and 8 varieties of key codes, the C22 line offers a very complete line of 
M3SS4-10B 500mA 125V 3 6278645 19.07 selec swe’, : 
M3SS7-10B 500mA 125V 3 628726 | 24.97 No. of No. of Throw Wrice Each 
PIM EraOgaA Mfg. Part No. Poles Positions Angle Stock No. 1-4+ 
= ANC, Maintained 
@ C22S-WRK-K01 1 2 40° 4479903 29.98 
45 SERIES ROTARY SWITCHES e a re) al @ C22-WRKV-KO1 7 2 60° 4419778 ae 
Selector Switch ANC, Momentary 
No. of No. of Throw Price Each @ C22-WK-K01 1 2 40° 4479760 = 
Mfg. Part No. Poles Positions Angle Stock No. 1-24+ @ C228-WKV-K01 1 2 60° 4419896 29.98 
@ 45-1828.1C90.001.105 1 2 90° 98Y4518 61.71 1NO, Maintained 
@ 45-1828.2C90.001.101 1 2 go° 984519 47.34 @ C22S-WRK-K10 1 2 40° 4479905 22.98 
@ 45-1828.2C90.001.105 1 2 90° 98Y4520 24.68 @ 622-WRK-K10 1 2 40° 4419775 23.16 
@ 45-180S.1C90.003.108 1 3 45° 984514 60.31 @ C22S-WRKV-K10 1 2 60° 4479910 21.82 
@ 45-180S.2C90.003.108 1 3 45° 984515 57.93 @ C22-WRKV-K10 1 2 60° 4419780 oe 
@ 45-1819.1C90.003.108 1 3 45° 98Y4516 60.81 1NO, Momentary 
@ 45-1819.2C90.003.108 1 3 45° 98Y4517 62.36 @ C228-WK-K10 1 2 40° 4479893 34.97 
PIM_736931 @ C22-WK-K10 1 2 40° 4479762 37.20 
@ C22S-WKV-K10 1 2 60° 4479898 29.98 
V SERIES ROTARY SWITCHES . ice @ C22-WKV-K10 1 2 60° 4479767 23.16 
‘Acoma moter (E: |e CatingTechnelegey “re wana 
speeder dln elont ta mig CREAT a 
© PC Board supports LED and surface mount resistors Gee timpian @ C22-WRK-K11 2 2 40° 4419776 51.90 
© sealing protection above panel ; Available @ C22S-WRKV-K11 2 2 60° 4479911 51.69 
gioco ieee tac @ GZ RR 7 [ar [arora [4.90 
@ C228-WRK3-K11 2 3 60° 4479914 51.64 
@ C22-WRK3-K11 2 3 60° 4479784 51.74 
4NO/1NC, Momentary 
@ C22S-Wk-K11 2 2 40° 4479894 61.15 
@ C22-Wk-K11 2 2 40° 4479763 58.29 
No. of No. of Throw Price Each @ C22S-WKV-K11 2 2 60° 4479899 51.64 
Mfg. Part No. Poles Positions Angle Stock No. 1-4+ @ C22-WKV-K11 2 2 60° 4479768 5174 
DPDT © C22-WK3-K11 2 3 40° 4479771 58.29 
RV24D2CCOCB-K4C 2 2 60° 64X9561 41.37 2NC, Maintained 
RV26D2DCOCB-K4C 2 3 30° 64X9562 38.63 @ C228-WRK-K02 2 2 40° 4479904 43.45 
DPST @ C22-WRK-K02 2 2 40° 4419774 33.27 
RV21D2BC00B-K4C. 2 2 60° 64X9560 33.88 @ C228-WRKV-K02 2 2 60° 4479909 43.45 
PIM_213182 @ C22-WRKV-K02 2 2 60° 4479779 33.27 
@ C22S-WRK3-K02 2 3 60° 4479913 33.29 
14 SERIES 22.5mm Keylock, and Rotary Switches e a Oo w @ C22-WRK3-K02 2 3 60° 4479783 33.27 
2NC, Momentary 
Gop einpiat @ C228-WK-KO2 2 2 40° 4479892 48.69 
Available @ C22-WK-K02 2 2 40° 4479761 37.52 
ey (CINEMA ) @ C22-WKV-KO2 2 2 60° 4479766 33.27 
@ C22-WK3-K02 2 3 40° 4479770 37.52 
. 2 fc 2NO, Maintained 
See © C22S-WRK-K20 2 2 40° 4479907 49.57 
: shone sak ei ay @ C22-WRK-K20 2 2 40° 4419777 54.10 
Paine keylock and selector switches e On= Malntsinedh yn) = Momnantsty @ C228 WRKVIZ0 2 2 60" satan SETS 
© Self-cleaning snap action or low level contacts Specifications: @ C22-WRKV-K20 2 2 60° 4479782 49.40 
@ 2 high-security flat keys included with each keylock e Switch ratings: 5A at 250VAC, 2A at 24VDC. @ C22S-WRK3-K20 2 3 60° 4479915 54.22 
y Seeker iirc eeary 3 dome gee) iain = ecuanexs [| | or rr 
No. of No. of Throw Price Each eve Momentary 
Mfg. Part No. Poles Positions Angle Stock No. 1-4+ @ C22S-WK-K20 2 2 40° 4479895 58.21 
DPDT @ C22-WK-K20 2 2 40° 4479764 58.29 
@ 14-507.0250 2 2 90° 30B3942 45.16 @ C22S-WKV-K20 2 2 60° 4479900 51.64 
DPDT, Off-On @ C22S-WK3-K20 2 3 40° 4479902 58.51 
@ 14-236.025K - 2 90° 84F559 90.02 @ C22-WK3-K20 2 3 40° 4479772 59.94 
SPDT, (On)-None-(On) PIM_196363 
@ 14-141.025K if 2 42° 30B3876 96.33 
SPDT, Off-On 
@ 14-235.025K ro 2 90° 84F558 76.58 
SPDT, Short Lever Actuator 
@ 14-506.0250 1 2 90° 84F560 32.76 
PIM_5095 
998 = Go online or call for non-compliant or ROHS Compliant products. See page 2 


30MM SELECTOR SWITCHES 10250T SERIES 


SWITCHES & SENSORS 
SWITCHES — ROTARY 


D2D AND D4 SERIES NON-SHORTING ROTARY SWITCHES (CONT.) 


No. of No. of Throw Price Each 
@) Mfg. Part No. Poles Positions Angle Stock No. 1-14+ 
@ D4C0503N 5 3 30° 06M4649 77.73 
@ D4G0603N 6 3 30° 06M4673 63.81 
@ D2D0605N 6 5 30° 06M4624 82.95 
Accessories 
Keylock Knob Selector oak | Price Each_ 
@ Heavy-duty zinc die cast construction operator which can prevent operation in freezing Mfg. Part No. Description Stock No. 14-144 
© Enclosed silver contacts with reliability nibs environments @P117 06M4776 247 
@ Reliability nibs improve contact reliability even @ Grounding nibs bite through paint and other @ 1400R 7 06M4896 aS 
under dry circuit and fine dust conditions coatings to secure grouding 7 
@ Drainage holes prevent buildup of liquid inside the @ P2300 Pointer bar Knob OS Maes 7 268 
The 10250T 30.5 mm selector line features a zinc die cast construction with chrome-plated housing and mounting PIM_5070 
nut. The same durable construction is also available with the corrosive resistant E34 line of pushbuttons. 
No. of No. of Price Each C4, C5 and C7 SERIES NON-SHORTING ELECTROSWITCH 
Mfg. Part No. Poles Positions Stock No. 1+ ROTARY SWITCHES UNIT OF ELECTRO SWITCH CORP. 
10250T20LB | 2 44K2473 199.44 C4 Series; 1/2 Ros fase 
10250T21LB 1 3 44K2578 232.9) © Current and Voltage Ratings: 0.54 Os Oenp a 
2 @28VDC; 0.3A @ 125VAC Avalable 
Price Each © Current Carrying Capacity: 15A 
Mfg. Part No. Description Stock No. 1-41-44 © |P67 Rated Switches are Available; Go 
online or call 
10250T1 Extended Button 44K1497 76.00 C5 Series y ' 
10250T3 Flush Button, 2NC 44K2854 76.00 © Current and Voltage Ratings: 1A 9.250 -——J 
1025072 Flush Button, 2NO 44K2440 76.00 . mines O1A@ east es ty 
10250751 Half Shrouded Button 44K3626 38.54 fies apacity: 3/8 
10250T53 Pressure Terminal 44K3639 38.54 © Current and Voltage Ratings: 1.0A 3/8 - 32 
PIM_136542 @28VDC; 0.5A @ 125VAC THREAD 
ia © Current Carrying Capacity: 254 MTG. 
© Dielectric Strength: 1,000VAC Between SURFACE 
Price Each Curren Carrying Parts and Ground C4 
am a The C4 series rotary switches fully enclosed 
Mfg. Part No. Description Stock No. 1-4+ design helps keep dirt and moisture out of the contact area while locking in lifetime lubricants. Terminals and 
1025071311 (On)-(On) 44K1639 95.54 contacts: brass with silver plating. Index life: 25,000 cycles minimum. Insulation: Diallyl phthalate. Index angles: 
1025071323 (On)-(On)-(On) 44K1676 86.43 standard 30°. Order knob separately. Mounting nut and lock washer are shipped fully assembled. Shorting type 
10250715112 On-On 44K1769 AGL switches are also available; go online or call. 
1025073011 (On)-(On) 44K2876 05.54 —— sh of me of i ae fee 
14+ 
1025073023 On)-(On)-(On 44K2893 95.54 g. Fans — = ngre ease 
PINSseTaRe (On}(On}{On) @ C4D0112N-A 1 12 30° 06M4591 26.75 
7 @ C5P0112N-A 1 12 30° 06M4603 14.99 
@ C4D0112S-A 1 12 30° 06M4592 38.13 
D2D AND D4 SERIES NON-SHORTING ELECTROSWITCH — “eci00123N 1 2B 15° 06M4607 62.90 
ROTARY SWITCHES UMITOFELECTAO SHITOH CORP ST 5 - - (ala lea aes 
D2D Series: ey RoHS — = 
© Current and voltage rating: 0.55A at : pomplant © C4D0206N-A 2 8 30 06M4593 46.40 
28VDC; 0.25A at 115VAC mee @ C4D0212N-A 2 12 30° 06M4594 56.39 
ati carrying capacity: 7A ; dA + @ C4DO304N-A 3 4 30° 06M4595 14.63 
eries: = 
© Current and voltage rating: 1.5A at 6.250 ) = @ C5PO304N-A 3 4 30 06M4605 13.16 
28VDC; 0.5A at 115VAC (] @ C4D0312N-A 3 12 30° 06M4596 53.34 
© Current carrying capacity: 9A 4 @ C7D0323N 3 23 45° 06M4608 156.50 
The D2 series switches are used 3/8 - 32 THREAD @ C5P0403N-A 4 9 30° 06M4606 21.40 
where space is at a premium. Dual- 3 
ball side thrust index offers exceptional MTG: SURFACE: @ C4D0406N-A 4 6 30 06M4597 58.38 
torque control. All parts utilize non- @ C4D0412N-A 4 12 30° 06M4598 87.98 
corrosive materials. Clips and rotors: D2D @ CADOG04N-A 6 7 30° 06M4599 47.52 
brass with silver plating. Insulation: . 
Dially! phthalate, glass or ceramic. @ C4D0606N-A 6 6 60' 06M4600 73.57 
Index life: 25,000 cycles minimum. Index angles: +30°. Order pointer knob separately below. @ C4D0806N-A 8 6 60° 064601 90.09 
D4 series switch is economical and versatile. Offers the quality feel of a ball and spring index mechanism and a 
is available with up to 12 positions and 30° or 60° indexing. All parts are made of non-corrosive materials. Clips @ CADOSO4N-A 9 . 90 Wane 75.13 
and rotors: brass with silver plating. Insulation: glass epoxy, ceramic or dially! phthalate. Index: single-ball, hill @ C4D1204N-A 12 4 90° 92F2760 82.55 
and valley. Index life: 25,000 cycles minimum. Order knob separately below. Accessories 
No. of No. of Throw Price Each Price Each 
Mfg. Part No. Poles Positions Angle Stock No. 1-14+ Mfg. Part No. Description Stock No. 1AAde 
@ D4G0111N 1 "1 - 06M4657 49.55 @ P17 06M4776 DAT 
@ D2D0112N 1 12 30 06M4618 63.66 @ 1400R 064896 = 
@ D4C0112N 1 12 30 06M4635 79.89 @P173 . 22F573 eee 
@ D4G0205N 2 5 30 CC MEESY 51.92 © P2300 Pointer bar Knob 064897 2.63 
@ D4G0205S 2 30° 06M4660 24.12 vie 
@ D4C0206N 2 6 60° 22F603 83.39 = 
@ D2D0206N 2 6 60° 06M4619 62.03 
@ D4G0211N 2 1 30° 06M4662 72.24 Your 
@ D2D0212N 2 12 30° 06M4620 84.36 DEVELOPMENT Z EDUCATION Z RESEARCH 
@ 04C0212N 2 12 30° 06M4639 97.78 & MAKERS & DESIGN 
@ D4G0303N 3 3 30° 06M4664 48.82 DISTRIBUTOR 
@ D2D0305N 3 5 30° 06M4621 3.47 : 
PTT : 7 ane TEMAGEG = : Supporting your journey at PROTOTYPE PRODUCTION 
308) every stage 7 & TEST 7 & MAINTENANCE 
@ D2D0312N 3 12 30° 06M4622 107.36 
@ D4G0405N 4 5 30° 06M4668 70.71 
@ D2D0406N 4 6 60° 06M4623 88.03 PIM_5793904 
@ D4C0406N 4 6 60° 06M4645 111.28 
@ D4G0411N 4 1 30° 06M4670 110.00 
@ D4C0412N 4 12 30° 06M4647 231.89 
> CONTINUED > 
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SWITCHES & SENSORS 


SWITCHES — ROTARY 


SPRING-RETURN, CERAMIC, Geena ELECTROSWITCH 
AND PC BOARD SWITCHES Available UNIT OF ELECTRO SWITCH CORP. 
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@ Indicates RoHS Compliant 4] Find Datasheets Online 


SERIES 42D/44D MULTI-DECK ROTARY SWITCHES 
© Fully Enclosed, Adjustable Stop Switches Interchange with Fixed Stop 


Grayhill 
Models a 
@ Rated Make/Break 1A, Carry 10A at 115VAC Resistive >) RoHS 
© Non-Shorting Contacts 7 Gop tinaian 
@ Insulation Resistance: 50,000 Megohms Initial, 1,000 Megohms Available 
Minimum 

1/4” dia. shaft. 3/8-32UNEF bushing. Behind-panel depth: 1-deck, 
1.025” (26.04); 2-deck, 1.371” (34.82). 42D series; 10-position. 36° 
indexing. 1” (25.4) diameter. 44D series; 12-position. 30° indexing. 
1.162" (29.51) diameter. 


pw 
eee | 2 |= 
ua es Se 18-32 THREAL be a | —G 
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7 “> = INT. SURFACE: 
ee 410 
‘316 - 32 THREAD- i 
ca 53 
ra, suneace 
si, | 
veh 
= g 


D9 


Index life: 25,000 cycles minimum. Clips and rotors are brass with silver plating. D7, D8, D9 and E4 series have 
dual-ball hill and valley index; D5 series has form spring hill and valley; E3 series has coil spring. For use with 
knobs mfg. part no. 1202BJ (round, .250” shaft dia.), mfg. part no. 2300 (pointer, 1 1/4” long, .250” shaft dia.), 
and mfg. part no. 2350AP (.250” shaft dia. for E4 and D9 series). 

D5 series are single section utilizing glass epoxy insulation, staked construction, and printed circuit board or 
solder log terminals. All parts are non-corrosive materials 

D7 series insulation: ceramic. 

E3 series provides spring return action in an open frame construction. Available with 2- or 3-positions, and 
solder lug terminals. Insulation: glass epoxy. Index: coil spring. 

E4 series offer maximum power ratings in an electronic open frame switch. 2-17 positions solder lug terminals. 
Contact and collector rings: coin silver. Insulation: ceramic. 


No. of No. of Throw Price Each 

Mfg. Part No. Poles Positions Angle Stock No. 1-14+ 
@ D8G0117N 1 17 20° 06M4689 76.50 
@ E4C0117N 1 17 20° 06M4703 259.18 
@ D9G0123N 1 23 15° 06M4693 97.89 
@ D5G0205N-R 2 5 30° 06M4682 44.99 
@ D7C0205N 2 5 30° 06M4685 87.10 
@ E4C0208N 2 8 20° 06M4704 295.48 
@ D7C0211N 2 11 30° 06M4687 156.38 
@ D8G0217N 2 17 20° 06M4690 161.56 
@ E4C0217N 2 17 20° 06M4705 421.58 
@ D9G0223N 2 23 16° 06M4694 172.81 
@ E4C0305N 3 5 20° 06M4706 271.97 
@ D8G0317N 3 17 20° 06M4691 244.03 
@ D9G0323N 3 23 15° 06M4695 272.18 
@ D7C0405N 4 5 30° 06M4688 152.10 
@ E4C0408N 4 8 20° 06M4707 481.31 
@ D8G0417N 4 17 20° 06M4692 284.43 
@ D9G0423N 4 23 16° 06M4696 289.87 
@ E3G0603N-2 6 3 30° 06M4702 92.45 
PIM_13142 


SERIES 56 SINGLE DECK ROTARY SWITCHES 

@ 0.5” (12.70) diameter, 200mA, 0.480” behind panel 

@ Single deck adjustable stops (AJ) non-shorting contacts (N) 

@ Life - 10,000 cycles at 200mA, 300VDC or 115VAC. 4 
resistive 

@ Mfg. part nos. with “P” have PC terminals 

@ Mfg. part nos. with “S” have shaft and panel seal 

@ Shorting contacts available; go online or call. 

Bushing: 1/4-28 UNF - 2A thread, 0.25” (6.35) long. Shaft: 


Grayhill 

1 Rolls 
Gee tinoiat 
Available 


0.125” (3.18) dia., 0.375” (9.53) long. Panel to PC board: ‘travel! 

0.377" (9.58). Circle of terminal centers is 0.340" (8.64) 24110 » \ 

for 10-position switches and 0.366" (9.30) for 12-position \! “i wl 

switches. \ 1 

No. of No. of Throw Price Each 
Mfg. Part No. Poles Positions Angle Stock No. 1-4+ 

@ 56SD36-01-1-AJN 1 10 36° 14M6797 20.30 
@ 56D36-01-1-AJN 1 10 36° 14M6791 15.22 
@ 56SDP36-01-1-AJN 1 10 36° 16M3306 12.12 
@ 56DP36-01-1-AJN 1 10 36° 17M3809 15.97 
@ 56DP30-01-1-AJN 1 12 30° 14M6787 16.09 
@ 56D30-01-1-AJN 1 12 30° 14M6789 20.43 
@ 56SDP30-01-1-AJN 1 12 30° 14M6793 12.09 
@ 56SD30-01-1-AJN 1 12 30° 14M6796 13.45 
@ 56DP36-01-2-AJN 2 5 36° 14M6788 16.84 
@ 56D36-01-2-AJN 2 5 36° 14M6792 16.33 
@ 56SD36-01-2-AJN 2 5 36° 14M6798 17.23 
@ 56SDP36-01-2-AJN 2 5 36° 14M6795 10.92 
@ 56D30-01-2-AJN 2 6 30° 14M6790 17.43 
@ 56DP30-01-2-AJN 2 6 30° 16M1417 18.08 


PIM_5057 


No. of No. of Throw Price Each 
Mfg. Part No. Poles Positions Angle Stock No. 1-4+ 

Number of Decks: 1 

@ 42D36-01-1-AUN 1 10 36° 14M6757 50.96 
@ 44D30-01-1-AUN 1 12 30° 57F1545 51.19 
@ 42D36-01-2-AJN 2 5 36° 14M6758 66.69 
@ 44D30-01-2-AUN 2 6 30° 14M6763 59.68 
Number of Decks: 2 

@ 42D36-02-1-AJN 1 10 36° 14M6759 82.81 
@ 44D30-02-1-AJN 1 12 30° 14M6764 67.27 
@ 42D36-02-2-AJN 2 36° 14M6760 79.65 
@ 44D30-02-2-AJN 2 30° 14M6765 35.82 


PIM_5056 


SERIES 19 SINGLE DECK 15A ROTARY SWITCHES 
Grayhill 
RoHS 
Gee tinpiat 
Available 


Faston® Terminals 
100mA 


® Insulation Resistance: 100,000 Megohms 
© Voltage Breakdown: 2500VAC 


Solder Terminals 


© Single-Pole, Single-Deck Units 

© 30° Indexing 

© Contacts are Non-Shorting 

© Contact Resistance: 10 Milliohms at 2VDC and 
1/4” dia. shaft. Available in solder lug terminal with 0.125” (3.18) wire hole or Faston® terminal with 0.080” (2.03) 
wire hole. 15 amps, 120VAC, noninductive load. UL recognized. 


No. of No. of Throw Price Each 

Mfg. Part No. Poles Positions Angle Stock No. 1-4+ 
Faston Terminal 
@ 19101-03UL 1 3 30° 57F1501 49.64 
@ 19101-04UL 1 4 30° 14M6641 49.86 
@ 19101-05UL 1 5 30° 14M6642 51.56 
@ 19101-06UL it 6 30° 14M6643 62.07 
@ 19101-08UL 1 8 30° 14M6645 61.68 
@ 19101-10UL 1 10 30° 14M6646 75.12 
@ 19101-14UL 1 "1 30° 14M6647 77.89 
Solder Terminal 
@ 19001-03UL | 3 30° 14M6633 48.21 
@ 19001-04UL 1 4 30° 14M6634 58.31 
@ 19001-05UL 1 5 30° 14M6635 53.07 
@ 19001-06UL 1 6 30° 14M6636 59.13 
@ 19001-07UL 1 7 30° 14M6637 59.75 
@ 19001-08UL 1 8 30° 14M6638 67.82 
@ 19001-10UL 1 10 30° 14M6639 70.71 
@ 19001-14UL il "1 30° 14M6640 71.50 
PIM_5055 
SERIES 50 AND 51 SINGLE DECK ROTARY A MH 
SWITCHES Cala’ LitL 
Features: 
@ 1/2" diameter rotary switch RoHS | 
® Adjustable stops (AJ) with non-shorting contacts (N) Complant 
© Solder or PCB terminals 
Specifications: 
© Current rating: 200mA ¢ 
© Life: 10,000 cycles Ee," 
@ 1/4-28 UNF-2A bushing thread, 1/4” shaft Ve 3 ‘ 
© Behind panel: 0.658" (solder), 0.537” (panel to : ty 

PCB) 
© For shaft and panel seal, shorting contacts; go © Mfg. part nos. with C = military style (panel seal) 
online or call @ P=PC Mount Terminals 
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SWITCHES & SENSORS 
SWITCHES — ROTARY 


SERIES 50 AND 51 SINGLE DECK ROTARY SWITCHES (CONT.) 22mm SELECTOR SWITCHES (CONT.) 
No. of No. of Throw Price Each No. of No. of Throw Price Each 
Mfg. Part No. Poles Positions Angle Stock No. 1-4+ Mfg. Part No. Poles Positions Angle Stock No. 1-4+ 
@ 50D90-01-1-AJN 1 4 go° 11€5081 26.85 Metal Bezel 
@ 50D60-01-1-AJN 1 6 60° 1105079 Dien @ HW4S-2LF 11 2 2 e 06N0554 32.46 
@ 50DP60-01-1-AJN 1 6 60° 1105075 22.48 @ HW4S-2TF20 2 2 90° 74K3799 27.36 
@ 50D45-01-1-AJN 1 8 45° 96B4821 21.79 @ HW4S-3LF02 2 3 sae 06N0573 31.96 
@ 50CDP36-01-1-AJN 1 10 36° 14M6772 a= @ HW4S-3TF20 2 3 45° 74K3800 33.52 
@ 50CD36-01-1-AJN 1 10 36° 14M6774 30.34 Plastic Bezel 
@ 51CD30-01-1-AJN 1 12 30° 14M6783 29.28 @ HW1S-2TF11 1 2 90° 26K1272 25.55 
@ 51CDP30-01-1-AJN 1 12 30° 14M6782 18.37 @ HW1S-2TF20 2 2 90° 74K3782 29.07 
@ 50D90-01-2-AJN 2 2 90° 1105082 29.44 @ HW1S-3TF02 2 3 05N7559 27.45 
@ 50D60-01-2-AJN 2 3 60° 1105080 29.18 @ HW1S-3TF11 2 3 wes 05N7561 27.45 
@ 50D45-01-2-AJN 2 4 45° 1105078 26.78 @ HW1S-3TF20 2 3 45° 78K5983 29.07 
@ 50DP45-01-2-AJN 2 4 45° 1105074 27.65 @ HW1S-2TF22 4 2 05N7545 39.76 
@ 50CDP36-01-2-AJN 2 5 36° 14M6773 = PIM_13237 
@ 51CD30-01-2-AJN 2 6 30° 14M6784 33.90 
@ 51DP30-01-2-AJN 2 6 30° 95F9491 27.34 5 
Switch Contact Price Each 
PIM_5014 Mfg. Part No. Positions Current Stock No. 1-24+ 
DPST-2NC 
22mm SELECTOR SWITCHES D E Cc @ HW4K-3AF02 3 10A 05N9239 54.98 
Screw terminal units include insert, handle, operator, Key Removable in all Positions 
contact blocks. Black knob. Rated NEMA 1, 2, 3, 3R, 4, RoHS @ HW1K-2AF20 2 10A 74K3765 47.99 
4X, 5, 12, 13; IP65. Keylock only NEMA 14, 2, 3, 5, 13. UL Gesinpian BAF. 
listed, CSA certified. Available SWIC 3 10A 74K3766 48.72 
@ @ HW4K-3AF20 3 10A 74K3790 49.09 
iq) Left, Right 
@ HW1K-2AF10 2 10A 74K3764 39.87 
@ HW4K-2AF20 2 10A 74K3789 49.09 
SPDT-1NO, SPDT-NC 
: @ HW1K-3AF11 3 10A 4576930 53.48 
No. of No. of Throw EricelEach SPST-NO, SPST-NC 
Mfg. Part No. Poles Positions Angle Stock No. 1-4+ @ HW4K-3AF11 3 10A 4516931 47.55 
@ ASW2K10 1 2 90 15C5572 50.57 PIM_ 5558629 
@ ASW220 2 2 go° 74K3680 29.45 
@ ASW320 2 3 45° 74K3681 32.03 
@ ASW3320 2 3 ro T4AK3682 STG BMS SERIES ANGLED ROTARY SWITCHES 
Knob Actuator @ 45° Index Angle RoHS | 
@ ASW210 1 2 90° 74K3678 21.69 © Double Pole single throw basic circuitry Gee simon 
© © Solder or Printed Circuit Terminals 
@asw2tt 2 2 90 cAKESTS 29149) © Spindle flats (optional) 
Lever Actuator Specifications: 
@ ASW2L11 2 | 2 90° 95B0329 29.30 © Switch rating: 4/80A at 250Vac R/C;10A at 12Vdc 
BGS EER © Life: 10,000 cycles min 
tice Eac! © Operating temperature: -25°C to +85°C © Switch contacts: Sil di id 
Mfg. Part No. Description StockNo. | _1-1-9+ ® Proof voltage: 3KVac (initia) a eu cuntee Polyester G.F. (PBT) VO rated 
@ ASWHHY-B Idec TW Series Oiltight Switches and Pilot Devices 95B0449 2.28 @ Insulation resistance: 999MO at 500Vdc (inital) = g Taq panel: SRBP 
© Contact Resistance: 20m0 (initial) © Terminals: Brass CZ108. Ag plated 
PIM_3431 © Contact gap: 3mm min . POP 
No. of No. of Throw Price Each 
22mm SELECTOR SWITCHES Mfg. Part No. Poles Positions Angle Stock No. 1-94 
| D E Cc Panel 
RoHS @ RMS1035 2 2 45° 50M7833 8.86 
Compliant 
Sepia “PB 
@ @ RMS1130 2 2 45° 50M4777 1.11 
& PIM_116603 
Illuminated 
RA SERIES NON-SHORTING 1A ROTARY @ 
Knob Operated _—Key Operated SWITCHES multicomp 
HW series selector switches are rated 600VAC/DC, 10A. Mechanical life: 500,000 operations. All units listed are Features: , f - 
maintained action. Metal bezels are nickel-plated aluminum. Meets IEC IP65 and NEMA 4/4x/13 ratings. May be @ 25.4mm diameter multiwafer rotary switch 4 f cor liant 
mounted in IDEC’s one-to-five hole enclosures. ® Standard 30° indexing \\ : Available 
7 © Solder or printed circuit board 
No. of No. of Throw WEticeleschy © Shorting (MBB) or non shorting (BBM) contacts 
Mfg. Part No. Poles Positions Angle Stock No. ie © Adjustable stop to restrict number of positions 
Illuminated, Green © Standard self-stacking wafers 
@ HW1F-3F11QD-G-24V 1 3 30B7046 47.22 Specifications: 
ee HWA ZOD: GAN. Gs OSNG272ia IESG * nOVactiG What ied © Wat ial: Polyphenylene sulphide (PPS 
@ HW4F-3F22QD-G-24V 4 3 05N8599 62.96 © Operating temperature: -30°C to +85°C © Contact/terminal material: Ag plated Brass 
7 ® Contact Resistance: 20mO 
Illuminated, Red - 
© HW1F-2F110D-R-24V 1 2 30B6710 | 44.61 No. of No. of Throw NEricelE@chy 
@ HW1F-2F200D-R-24V 2 ) 3086753 49.97 Mfg. Part No. fre Eesha: an ae 1-99+ 
(@ HW1F-3FO2QD-R-24V 2 3 3056982 | 49.97 ei aeen oon ; ; oT a ee 
© HWIF-3F110D-R-24V 2 3 30B7050 | 49.97 al cl 5 ; oT =~ ae 
illuminated, White @ RA01C04BSFMSOX ; - —— ae 5.79 
@ HW1F-2LF11QD-W-12V 1 2 isi 73R4794 42.61 SRADIDYSESEMSOX 85 
(@ HW1F-3LF110D-W-12V 1 3 e 73R4795 | 49.09 aemaual 


> CONTINUED > 


1.800.463.9275 © newark.com elementiu 1001 


SWITCHES & SENSORS 


SWITCHES — ROTARY 


MCSRM SERIES ROTARY DIP SWITCHES rat 

Features: 

fer muricomp 
© Low profile 


RoHS _ 
Compliant 
Available 


Specifications: 
Contact rating: 25mA at 24VDC. 


Voltage proof: 300VAC 
Contact : Alloy copper 


© Operating temperature: -20 to +80°C Spring plate: Stainless steel 
@ Mechanical life: 10,000 cycles Terminal: Brass with silver plated 
© Electrical life: 10,000 cycles 
@ insulation resistance : 100MO at 500VDC 
No. of No. of Throw Tape Cut 

Mfg. Part No. Poles Positions Angle Stock No. 1-99+ 
@ MCSRM-8R7G 8 7 45° 74M3068 1.78 
@ MCSRM-8R8G 8 8 45° 74M3069 0.09 


PIM_121393 


HS SERIES STANDARD ROTARY SWITCHES 


A 


NI<I< 


sw! CHE 


HS13X HS13Y-D HS16-1 


HS16-4N 


HS16-3N HS16-5N HS16-6N 
Specifications: © Dielectric strength: 1S00VAC for Gee einoian 
© Up to 30A power level 1 minute Available 
@ Bushing mount © Operating temperature: -10°C 
© Contact resistance: 10 milliohms max. to +70°C 

No. of No. of Throw Price Each 
Mfg. Part No. Poles Positions Angle Stock No. 1-9+ 
D-flat Shaft 
@ HS13xX-D 1 2 45° 09X9932 10.71 
@ HS13Y-D 1 45° 09X9934 7.03 
@ HS16-1SN 1 "1 30° 09X9940 27.95 
@ HS16-2SN 2 1 30° 09X9944 40.12 
@ HS16-3N 3 "1 30° 09X9947 = 
@ HS16-3SN 3 11 30° 09X9951 53.11 
@ HS16-4N 4 1 30° 09X9953 = 
@ HS16-5N 5 "1 30° 09X9957 88.62 
@ HS16-6N 6 "1 30° 09X9961 ae 
Knurled Shaft 
@ HS16-1 1 1 30° 09X9937 a 
Round Shaft 
HS13X 1 2 45° 09X9931 =e 
@ HS13Y 1 3 45° 09X9933 10.71 
@ HS13Z 1 4 45° 09X9935 10.71 
PIM_211595 


312 SERIES 30-AMP 300VAC ROTARY TAP 
SWITCHES 


RoHS — 
Compliant 
Available 


© 


© Ratings: 30 amps, 300VAC (150VAC between © Shaft torque: 3-7 in./Ibs. 
taps), 20VDC non-inductive © Diameter: 3.13” (79.5mm) 


Slow-break, quick-make action for switching AC current, and all-soldered, all-riveted metal and ceramic 


construction for reliable operation. Self-cleaning silver alloy contacts, rounded common contact. Arc-proof 
ceramic body. Mount in 1/4” panels (maximum) with three no. 10-32 flat-head, 3/8” long machine screws, 
included. Soldering type terminals. UL listed file no. E14245. 

No. of No. of Throw Price Each 

Mfg. Part No. Poles Positions Angle Stock No. 1-4+ 
@ 312-3E 3 3 15° 64K8432 171.33 
@ 312-6E 6 6 16° 64K8441 184.99 
@ 312-8E 8 8 15° 64K8447 220.16 
312-9 9 9 16° 28F1995 219.77 

@ 312-10E 10 10 16° 64K8423 202.91 
@ 312-11E 11 1 15° 64K8426 213.65 
@ 312-12E 12 12 16° 64K8429 236.17 


PIM_5010 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


111 SERIES 15-AMP 125VAC ROTARY TAP 
SWITCHES 


RoHS 
Compliant 
Available 


© 


© Ratings: 15 amps, 125VAC, 20VDC non-inductive 
© Shaft torque: 1.5-3.8 in. Ibs. 


Slow-break, quick-make action for switching AC current, and all-soldered, all-riveted metal and ceramic 
construction to provide reliable operation. Self-cleaning silver alloy contacts, rounded common contact. Arc- 
proof ceramic body. Use 3/8-32 bushing and hex nut for 1/4” thick maximum panel mounting. A 3/16” hole is 
required for the non-turn washer. Soldering type terminals. UL listed, file no. E14245. 


© Diameter: 2.0" (50.8mm) 


No. of No. of Throw Price Each 

Mfg. Part No. Poles Positions Angle Stock No. 1+ 
@ 111-3E 3 3 30° 64K7840 71.33 
@ 111-4E 4 4 30° 64K7842 BGs 
@ 111-5E 5 5 30° 64K7844 102.31 
@ 111-6E 6 6 30° 64K7846 79.17 
@ 111-7E t 7 30° 64K7848 78.31 
@ 111-8E 8 8 30° 64K7850 94.84 
@ 111-10E 10 10 30° 64K7836 90.10 
@ 111-11E 1 1 30° 64K7838 100.88 
PIM_5009 


212 SERIES 20-AMP 150VAC ROTARY TAP 
SWITCHES 


RoHS _ 
Compliant 
Available 


Lie 


3/8"DIA BUSHING 
WITH 3/32" THICK 
NUT TURN PIN 


ORILL 1/8" DIA. HOLE 
IN PANEL FOR NON 


© Ratings: 20 Amps, 150VAC, 20VDC Noninductive © Shaft Torque: 3-7 in. Ibs. 

Load © Diameter: 2.81” (71.4mm) 
Slow-break, quick-make action for switching AC current, and all-soldered, all-riveted metal and ceramic 
construction to provide reliable operation. Self-cleaning silver alloy contacts, rounded common contact. Arc- 
proof ceramic body. Use 3/8”-32 threaded bushing and hex nut for mounting. A 5/32” hole is required for the 


nonturning pin. Soldering type terminals. UL listed, file no. E14245. Order mounting hardware kit and knobs 
separately; go online or call. 
No. of No. of Throw Price Each 
Mfg. Part No. Poles Positions Angle Stock No. 1-4+ 
@ 212-6E 6 6 16° 64K8068 142.10 
@ 212-12E 12 12 16° 64K8056 180.04 
PIM_5007 
ROTARY SWITCH 
Wireless Command Device 
@ sWave® wireless technology 
© No power supply, no wiring and pipe laying required 
@ Easy programming of receiver 
© Output signal can be individually configurated at the receiver 
® Actuator: Selector RWA with rest position 
© Degree of protection IP 65 
© Actuator made of plastic 
Price Each 
Mfg. Part No. Stock No. 1-14+ 
STE-1329199RFBF 06AC3185 352.02 
PIM_5740496 
XB4 SERIES 22mm NON-ILLUMINATED SELECTOR H 
AND KEYLOCK OPERATORS Schneider 
Electric 
: r @) & 
~ 3 C€ 
ZB4BG3 ea 


ZB4BD2 


Quick installation. Operator locks into mounting collar and secures the operator in the enclosure. Contact blocks 
clip-on, up to 9 circuits. Self-grounding, tamper-proof, and anti-rotating. 
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SWITCHES & SENSORS 
SWITCHES — ROTARY 


XB4 SERIES 22mm NON-ILLUMINATED SELECTOR AND KEYLOCK ROTARY SWITCH AND PUSHBUTTON COMPONENTS - NON-ILLUMINATED 
OPERATORS (CONT.) (CONT.) 
No. of No. of Throw Price Each Price Each 
Mfg. Part No. Poles Positions Angle Stock No. 1-4+ Mfg. Part No. Description Stock No. 1-1-4+ 
ZB4BD2 1 2 os 1707074 29.50 ZBE101 Schneider ZB4, ZB5 and ZBE Series Pushbutton Switches 1707051 17.44 
ZB4BD5 1 3 1708398 28.56 ZBE102 Schneider ZB4, ZB5 and ZBE Series Pushbutton Switches 17C7052 18.00 
ZB4BJ3 1 3 17C8406 25.84 ZBE204 Schneider ZB4, ZB5 and ZBE Series Pushbutton Switches 17C7053 B7a7e: 
ZB4BJ5 1 3 si 17C8408 29.91 ZBE205 Schneider ZB4, ZB5 and ZBE Series Pushbutton Switches 1707054 41.04 
ZB4BD3 1 3 45° 1707075 25.84 ZB4BZ101 Schneider ZB4, ZB5 and ZBE Series Pushbutton Switches | 1707144 30.92 
Bricelench ZB4BZ102 Schneider ZB4, ZB5 and ZBE Series Pushbutton Switches 1707145 23.68 
Mfg. Part No. Description Stock No. Ree | ZBVB1 Schneider ZB4, ZB5 and ZBE Series Pushbutton Switches 17€8353 55.97 
ZBG455 , 1708347 11.75 @ 2821604 Schneider ZB4, ZB5 and ZBE Series Pushbutton Switches | 17C8378 110.10 
ZB4BG4 All Key removal Position 17C8403 101.23 © 28228 XB4 Series Pushbutton Switches 11R2164 20.61 
ZB4BG3 Center Key Removal Position 1707077 83.73 @ ZBZ32 XB4 Series Pushbutton Switches 1708379 2.52 
ZB4BG2 Left Key Removal Position 177076 95.48 © 28233 XB4 Series Pushbutton Switches 178380 2.10 
ZBABJ2 Rotary Extended Lever Knob 1708405 22.72 @ ZBY2330 XB4 Series Pushbutton Switches 3106415 4.08 
PIM_59681 @ ZBY2387 XB4 Series Pushbutton Switches 7004664 4.16 
PIM_59671 
ROTARY SWITCH AND PUSHBUTTON Schneider 
COMPONENTS - NON-ILLUMINATED . ALCOSWITCH 3100 SERIES MULTI-LAYER ROTARY 
G@eElectric switches 


RoHS | © For logic level circuitry 
coma © Can control electrical circuits that operate at 2A, 115VAC 
(nonswitching) and to 125mA, 115VAC (switching) 


@) @ © Positive detent action for error-free operation 


AUTHORIZED DISTRIBUTOR 


P @ Black polyester housing with thermoplastic operating 
} shaft and detent rated 94V-0 
@ Enclosed gold-over-nickel plate phosphor bronze contacts 
ZB5AD2 ZB4BA3 ZBE204 
Quick assembly components easily combine to provide custom switches to meet your specific requirements. 
Complete Pushbutton Assembly = Operator + Mounting Base + Contact Block. Operator locks into 5 
mounting collar, securing the operator in the enclosure. Screw clamp terminal contact blocks clip-on, up to 9 No. of Throw Price Each 
circuits. Operators are self-grounding, tamperproof, and antirotating. NEMA 4X, 13 IP65. Contact blocks are Mfg. Part No. Positions Angle Stock No. 1-9+ 
tated A600/Q600 (10A continuous). On = Maintained action; (On) = Momentary action. UL listed, CSA certified, 436037-1 42 30° 50F2425 = 
ur © 1825444-6 16 a 83K3583 = 
No. of WBhesiEaeh 435086-1 16 225° 50F2426 = 
Mfg. Part No. Positions Stock No. 1-4+ 4359871 16 205° 50F2429 108.08 
© ZB5AD2 2 UC eADy 25:64 PIM_7982 
Price Each 
Mfg. Part No. Description Stock No.|  1-1-4+ 
@ ZB5AK1333 ase 08C3672 exe FINGER GUARD AR ED ae 
ZB4BP4 a 47¢7090 | 27.7 PAIDID 
@ ZB5AV043 uh 1708472 6.81 
@ ZBZ1700 Schneider Harmony XB4 & XB5 Series 22mm Push Button] 79Y5679 | 87.43 
Switches 
@ ZB4BC180 Schneider Harmony XB4 22mm Push Buttons 32X6370 = 
@ ZB4BC18023 Schneider Harmony XB4 22mm Push Buttons 32X6371 = 
@ ZB4BC280 Schneider Harmony XB4 22mm Push Buttons 32X6372 | 53.66 
@ ZB4BC28021 Schneider Harmony XB4 22mm Push Buttons 32X6373 = 
@ ZB4BC380 Schneider Harmony XB4 22mm Push Buttons 32X6374 | 42.43 
@ ZB4BC38023 Schneider Harmony XB4 22mm Push Buttons 32X6375 a For Use Price Each 
@ ZB4BC38031 Schneider Harmony XB4 22mm Push Buttons 32X6376 exe Mfg. Part No. With Stock No. 44+ 
@ ZB4BC480 Schneider Harmony XB4 22mm Push Buttons 32X6377 | 51.09 MA1-8053 ABB40mmEmergencyStopPushButtons 62Y5756 45.95 
@ ZB4BC48007 Schneider Harmony XB4 22mm Push Buttons 32X6378 eas CA1-8053 CompactEmergencyStop 60Y9932 16.02 
@ ZB4BC48021 Schneider Harmony XB4 22mm Push Buttons 32X6379 | 51.41 PIM 5755518 
@ ZB4BC580 Schneider Harmony XB4 22mm Push Buttons 32X6380 | 57.21 
@ ZB5AC180 Schneider Harmony XB5 22mm Push Buttons 32X6381 a 
@ ZB5AC280 Schneider Harmony XB5 22mm Push Buttons 32X6382 | 48.21 4600 SERIES INDUSTRIAL TOGGLE SWITCHES AP [= M 
ZB5AC28043 Schneider Harmony XB5 22mm Push Buttons 32X6383 | 58.51 RoHS 
@ ZB5AC380 Schneider Harmony XB5 22mm Push Buttons 32X6384 | 43.68 Gee tinpian 
@ ZB5AC480 Schneider Harmony XB5 22mm Push Buttons 32X6385 | 40.50 
@ ZB5AC580 Schneider Harmony XB5 22mm Push Buttons 32X6386 — 
ZB4BA1 Schneider XB4 Series Pushbutton Switches 1707066 | 13.49 ‘y 
ZB4BA2 Schneider XB4 Series Pushbutton Switches 1707067 | 13.98 Tr 
ZB4BA3 Schneider XB4 Series Pushbutton Switches 17C7068 | 13.98 Double Pole Single Pole 
ZB4BA333 Schneider XB4 Series Pushbutton Switches 17C7070 | 20.01 Contact rating: 6A @ 120VAC, 4A @ 250VAC. Operating temperature: -20°C to +55°C. Black nylon toggle and 
ZBI See Sees Pin Swiches ETT 1 a Tabet eee bane game ony Oe) 
ZB4BA5 Schneider XB4 Series Pushbutton Switches 17€7072 | 13.19 rae aa Price Each 
zoe [se serum [ems ot upon | open | Stet | snare | settee 
- - - - DPDT, Quick Connect, Solder 
ZB4BL3 Scnneider XB4 series Pushbutton Swi ches 1707080 | 14.46 © 4649A22UU On-Of-On 6A Flat 96C7191 12.78 
ZB4BL4 Schneider XB4 Series Pushbutton Switches 1707081 | 13.98 © 4646A22UU On-On | 6A Flat | 9667190 qd 
ZB4BP3 Schneider XB4 Series Pushbutton Switches 1707089 | 24.91 = 
@ ZB5AV033 Schneider XB5 Series Pushbutton Switches 1708470 | 6.95 SES Bus Conese 
; : : : @ 4641A22UU On-of [6A Flat [__27c7511 7.20 
@ ZB5AD3 Schneider XB5 Series eee Switches 1708458 | 23.70 SPDT, Quick Connect, Solder 
@ ZB4BZ103 Schneider ZB4, ZB5 and ZBE Series Pushbutton Swiches 11R7920 | 44.12 © 4631A22UU On-None-Off 6A Flat 96C7187 Boo 
ZB4BZ105 Seneca ZB4, ZB5 and ZBE Series Pushbutton pct 1202264 | 45.26 © 4636A22UU On-None-on 6A Flat 96C7188 Oar 
ZBE203 Schneider ZB4, ZB5 and ZBE Series Pushbutton Switches 16C1756 | 35.96 © 4639A22UU On-Off-On 6A Flat 96C7189 nO 
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SWITCHES & SENSORS 
SWITCHES — TOGGLE 


600 SERIES INDUSTRIAL TOGGLE SWITCHES — 
12MM BUSHING 


APEM 


r RoHS 
| Compliant 
, Available 
Wie 


es ra 
Flat Nylon Toggle Nickel Bat Toggle 
Contact rating: 15A @ 120VAC; 10A @ 250VAC; 5A @ 25VDC; 10A, 1/2HP, 125/250VAC. Operating 


temperature: -20°C to 55°C. Nickel-plated brass or black nylon toggle. Nickel-plated brass bushing. Silver/ 
nickel alloy contacts. Melamine/polyester case. Mounting hardware included. Single Pole dimensions: 0.551W x 
1.161H x 0.590"D. Double Pole dimensions: 0.846W x 1.169H x 0.846’D. Solder lug terminals. UL recognized, 
CSA certified. 
Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ 

DP3T, Panel, Quick Connect, Solder 

@ 644H/2 On-On-On 15A Bat 9607308 15.12 

DPDT, Panel, Solder 

@ 647H/2 (On)-Off-(On) 15A Bai 9607314 18.78 

DPDT, Quick Connect 

@ 645H/2 (On)-None-On 15A Bat 9607310 18.01 

@ 648H/2 On-Off-(On) 15A Bat 96C7316 17.80 

@ 648NH/2 On-Off-(On) 15A Flat 9607317 17.80 

DPST, Panel, Quick Connect, Solder 

@ 641H/2 On-Off 15A Bat 9607306 14.78 

@ 641NH/2 On-Off 15A Flat 96C7307 10.09 

DPST, Panel, Solder 

@ 647NH/2 On-Off-On 15A Flat 9607315 17.80 

@ 646H/2 On-On 15A Bai 9607312 12.15 

@ 646NH/2 On-On 15A Flat 9607313 11.97 
SPDT, Panel, Quick Connect, Solder 

@ 637H/2 (On) 15A Bai 96C7301 7.05 

@ 635H/2 On-(On) 15A Bai 96C7297 8.18 

@ 638H/2 On-Off-(On) 15A Bat 96C7303 11.45 
SPDT, Panel, Solder 

@ 636H/2 On-None-On 15A Bai 9000882 6.33 

@ 639NH/2 On-Off-On 15A Flat 9607305 8.63 
SPST, Panel, Solder 

@ 631H/2 On-None-Off 15A Bai 9607295 10.23 
SPST, Quick Connect 

@ 637NH/2 (On)-Off-(On) 15A Flat 96C7302 10.95 
PIM_72931 


5000 SERIES MINIATURE TOGGLE SWITCHES— 
PANEL MOUNT 


— 
by w. tT 
5646AB 5636AB9 5639MAB 
SPDT Version SPDT Version SPDT Version 


5636AKB 
SPDT Version 


RoHS _ 
Compliant 
Available 


5636AB-2V 
SPDT Version 
Contact rating: 6A @ 120VAC or 3A @ 250VAC or 4A @ 30VDC. Operating temperature range: -40°C to +85°C. 
Chrome-plated brass toggle. Silver contacts. Epoxy terminal seal. Mounting hardware included. Single Pole 
dimensions: .275’W x .519"H x .472’D. Double Pole dimensions: .519"W x .472"H x .472’D. 


Switch Contact Price Each 

Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ 
DPDT, Solder 

@ 5647AB (On)-Off-(On) 6A Bat 96C7256 12.11 
@ 5649AB On-Off-On 6A Bat 9607257 5.34 
@ 5649MAB On-Off-On 6A Bat 96C7261 31.88 
@ 5649AB9 On-Off-On 6A Flat 9607259 11.77 
@ 5646MAB On-On 6A Bat 9607255 31.80 
@ 5646AB On-On 6A Bat 3009982 8.37 
@ 5646AB9 On-On 6A Flat 96C7253 11.71 
@ 5646AB2V On-On 6A Locking Lever 9607252 16.07 
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@ Indicates RoHS Compliant 4] Find Datasheets Online 


5000 SERIES MINIATURE TOGGLE SWITCHES—PANEL MOUNT (CONT.) 


Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ 
SPDT, Panel, Solder 
@ 5636MAB On-None-On 6A Ba 8903345 31.43 
@ 5636AB On-None-On 6A Ba 9607243 5.49 
SPDT, Solder 
@ 5637AB (On)-Off-(On) 6A Ba 9607247 5.56 
@ 5636AKB On-None-On 6A Ba 9607246 14.39 
@ 5636AB9 On-None-On 6A Fla 9607245 9.57 
@ 5636AB-2V On-None-On 6A Locking Lever 9607244 16.76 
@ 5639AB On-Off-On 6A Ba 9607248 8.70 
@ 5639MAB On-Off-On 6A Ba 8903363 27.33 
@ 5639AB9 On-Off-On 6A Flai 96C7250 9.07 
PIM_72929 
TOGGLE SWITCHES 
arcolectric 
abrand of Elektron Technology 
Soper 
Available 
C3900BA C1700H 
Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-24+ 
SPST, Panel, Quick Connect 
@ C1700H On-Off 20A Toggle 9475542 7.94 
@ C3900BA On-Off 20A Toggle 9475543 6.00 
SPST, Panel, Screw 
@ S3900BA On-Off 20A Toggle 9475558 7.88 
PIM_208321 
ST SERIES TOGGLE SWITCHES 
@ Designed to comply with MIL-DTL-3950G requirements 


@ IEC 60529 IP68 sealing performance 

© Toggle seal bonds to toggle, pin and bushing 

© Complies with UL 61058-1 electrical spacing 

requirements 

The ST-Series features a toggle seal composed of dynamic 
silicone material that bonds to the metal toggle, pin and 
bushing, providing ideal sealing and protection against 
the environment, vibration and shock, while withstanding 
extreme temperature variations. It also utilizes up to three 
terminal seals per pole and an optional o-ring assures 


Carling Technologies” 
Innovative Designs. Powerful Solutions, 


additional under panel sealing protection. All silicone seals 
on the ST-Series comply with A-A-59588 for silicone rubber performance specifications and, together, these 
features meet the international IEC 60529 standard for sealing performance to an IP68 level. 
Switch Contact Price Each 

Mfg. Part No. Operation Current Stock No. 1-4+ 
DPDT, Panel, Cage Clamp 
@ STD2E4-53 On-None-On 16A 15AC9417 27.15 
DPDT, Panel, Quick Connect 
@ STJ2E1-53 On-Off-On 16A 15AC9420 37.78 
DPST, Panel, Quick Connect 
@ STA2E1-53 On-None-Off 16A 15AC9416 21.82 
SPDT, Panel, Cage Clamp 
@ STJ1E4-53 On-Off-On 16A 15AC9419 37.66 
SPDT, Panel, Quick Connect 
@ STJ1E1-53 On-Off-On 16A 15AC9418 21.97 
PIM_5728525 
SERIES TOGETE SWITCHES cating Technologies” 


Innovative Designs. Powerful Solutions. 


RoHS _ 
Compliant 
Available 
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@ Easy to integrate into a variety of applications 

© Also appropriate for low voltage DC applications 

Specifications: 

@ 10A at 250VAC; 15A at 125VAC; 3/4 HP at c 
125-250VAC 

© Operating temperature: 32F° to 185°F (0° to 
85°C) 

© Bat actuator styles listed 

© Paddle actuator style also available; go online or call. 


1004 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


SWITCHES & SENSORS 
SWITCHES — TOGGLE 


G SERIES TOGGLE SWITCHES (CONT.) HEAVY-DUTY AC RATED TOGGLE SWITCHES (CONT.) 
Switch Contact | Price Each Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ 
DPDT, Quick Connect DPDT, Screw 
@ 6GCK5B-73 (On)-None-Off 15A Bat 73C6279 21.24 @ 2GL54-73 On-None-On 15A Ba 73K1413 9.34 
@ 6GM5M-73 (On)-Off-(On) 15A Bat 96K4207 20.98 @ 26M54-73 On-Off-On 15A Ba 73K2473 18.07 
@ 6GL5B-73 On-None-(On) 15A Bat 96K4205 19.10 DPDT, Solder 
@ 6GMS5B-73 On-Off-(On) 15A Bat 94F7184 17.83 @ 2GL50-73 On-None-On 15A Bal 73K1411 11.49 
SPDT, Quick Connect @ 2GM50-73 On-Off-On 15A Ba 86K9805 11.49 
@ 6GA5B-73 (On)-None-Off 10A Bat 73K1474 3.36 DPST, Quick Connect 
SPST, Quick Connect @ 2GK51-73 On-None-Off 15A Ba 73K1409 443 
@ 6GAS5M-73 On-None-(Off) 15A Bat 96K4204 9.70 DPST, Screw 
PIM_88958 @ 2GK54-73 On-None-Off 15A Ba 73K1410 11.27 
DPST, Solder 
GENERAL-PURPOSE AC/DC TOGGLE ; ; © 26K50-73 Ovens | = Ba mokiatei | REISS 
SWITCHES “i Carling Technologies’ “sp3t 
Features 2 Innovative Designs. Powerful Solutions. @ 2GE51-73 On-On-On 15A 7 2401006 11.99 
@ Suitable for high voltage RoHS | SP3T, Screw 
applications wealaie @ 2FC54-73 On-Of-On 10A Ba 73K1407 7.44 
@ 110 series popular in small applica- ¥ a OE ——E————— 
tion and floor maintenance AY G SPDT, Panel, Quick Connect 
@ DK/EK series popular in industrial @ 2FC53-73/TABS On-Off-On 40A Ba 73K1406 4.94 
motor control markets SPDT. Quick C t 
Specifications Ss OO Quick Connec 
© -73 suffix bat style unsealed toggle - @ 6FC53-73 TABS (On)-Off-(On) 15A Bal 72R6966 3.50 
© Operating temperature: 0°F to © DK284 8A @ 250V, 16A @ 125V @ 2FB53-73/TABS On-None-On 140A Ba 73K1403 5.98 
150°F (~17.8°C to + 65°C) © EK 20A @ 125V, 10A @ 250V SPDT, Screw 
@ All6A@ 125V, 3A @ 250V, except DK and EK © Mounting hole: 0.500" (12.70 mm) , 
ae : @ 6FC54-73 (On)-Off-(On) 10A Ba 73K1473 14.34 
Switch Contact Price Each @ 2FB53-73 On-None-On 10A Ba 73K1402 9.41 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ © 2FB54-73 On-None-On 10A Ba 73K1404 5.81 
DPST, Screw © 2FC53-73 On-Off-On 10A Ba 73K1405 749 
@ DK284-73 On-None-Off 16A Bat | 73K0927 13.18 SPST, Quick Connect 
@ EK204-73 On-Off 20A Bat 73K0928 16.69 @ 6FA53-73 TABS (On)-None-O 145A Ba 72R6965 13.88 
SPST, Screw @ 2FA53-73-TABS On-None-O 10A Ba 73K1400 11.93 
@ 110-73 On-None-Off 3A e | 73K4048 5.69 SPST, Screw 
© 110-S-73 On-None-Of 3A Bat uskise2 10.10 (© GFA54-73 (On)-None-O 15A Ba 9182132 | 14.89 
SPST, Wire Leaded SPST, Solder 
@ 11-16-73 On-None-Gi BA Bat |_73k1393 10.30 @ 2FAS3-73 On-None-O 10A Ba 73K1399 4.81 
PIM_5121 PIM. 5119 
ree ee eee Carling Technologies’  100SERIES TOGGLE SWITCH 
Innovative Designs. Powerful Solutions Switch Price Each 
= RoHS Mfg. Part No. Operation Stock No. 1-499+ 
" Ose 
‘Available DPDT, Panel, Solder 
— . @ 100DP6T1B1M1REH On-On-On 4078357 3.35 
) 
ye] W G PIM_5755526 
ST SERIES 20 AMP POWER TOGGLE a 
F Series G Series | Series, H Series SWITCHES | => E 2 SW ITC H ® 
General-purpose switches rated 15A @ 125VAC/28VDC, 10A @ 250VAC-. All feature bat style toggle with 0.688" w 
(17.48) toggle length and 0.465” (11.81) bushing length. Mounting hole: 0.500” (12.70). 6F and 6G Series are RoHS 
momentary action. UL recognized, CSA certified. q | f Gee einpiat 
= = i Available 
Switch Contact Price Each —~. fF <7 ° 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ = * I A \Y us 
3PDT, Quick Connect , 
@ HL251-73 On-None-On | 15A Bai 73K0988 16.40 
ee 73 DrepH-on ee 7 PSKOSSO LISLE ST1 Series ST2 Series ST3 Series 
a seleyy Features © 15A.250VAC [cULus] 
@ HL254-73 On-None-On 15A Ba 73K0989 31.63 © Heavy Duty Rating with UL Approvals @ 2HP 125-250VAC [cULus] 
@ HM254-73 On-Off-On 15A Ba 73K0991 29.97 ® Many Functions Available © Operating temperature: -20°C to 85°C 
3PDT, Solder © Tab, Screw, and Solder Terminal Options © Electrical life: 6,000 Cycles 
- © Rubber Boot for Water and Dust Protection © Contact resistance: 50 mohm Max. 
@ HL250-73 On-None-On 15A Ba 73K0987 19.22 Specifications © Insulation resistance: 800 Mohm Min. at 500VDC. 
3PST, Screw @ 20A 125VAC [cULus] ® Dielectric strength: 1,500VAC for 1 Minute 
@ HK254-73 On-None-Off | 15A Ba 74K2460 19.67 Switch Contact Price Each 
4PST, Quick Connect Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ 
@ 1K251-73 On-None-Off 15A Bal 74K2462 30.15 3PST, Panel, Quick Connect 
@ 1L251-73 On-None-On 15A Bal 73K0995 22.34 @ ST34RE00 Off-On 24A Bai 24R3997 8.45 
4PST, Screw DPDT, Panel, Quick Connect 
@ 1L254-73 On-None-On 15A Ba 73K0996 43.53 @ ST24KD00 (On)-Off-(On) 20A Bai 24R3988 5.69 
@ IM254-73 On-Off-On 15A Bal 73K0997 39.97 @ ST24GD00 On-On 20A Bai 24R3986 5.19 
DPDT, Quick Connect DPDT, Panel, Screw 
@ 2G053-73 TABS (On)-Off-(On) 15A as 72R6963 17.05 @ ST26KD00 (On)-Off-(On) 20A Bai 24R3994 5.72 
@ 6G053-73 TABS (On)-Off-(On) 15A - 72R6968 22.82 SPDT, Panel, Quick Connect 
@ 6GG5B-73 (On)-On-Off 15A i 12R2942 14.41 @ ST145D00 On-Off-On 20A Bai 24R3974 5.83 
@ 2GX53-73 TABS On-None-On 15A e 72R6964 10.87 SPDT, Panel, Screw 
@ 2GL51-73 On-None-On 15A Bat 73K1412 11.49 @ ST165D00 On-Off-On 20A Bai 24R3980 3.88 
@ 2GM51-73 On-Off-On 15A Bat 73K1414 13.25 
@ 2GG51-73 On-On-Off 15A e 54H0425 10.67 
> CONTINUED > > CONTINUED > 
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SWITCHES & SENSORS 


SWITCHES — TOGGLE 


ST SERIES 20 AMP POWER TOGGLE SWITCHES (CONT.) 


Switch Contact Price Each 

Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ 
SPST, Panel, Quick Connect 
@ ST141D00 Off-On 20A Bat 24R3971 6.20 
@ ST143D00 On-On 20A Bat 24R3972 7.45 
SPST, Panel, Screw 
@ ST161D00 Off-On 20A Bat 24R3977 5.97 
PIM_194839 


AC RATED, HEAVY-DUTY, MILITARY TOGGLE SWITCHES 
@ Bushing Length: 0.468” (11.89) 
@ Lever Length: 0.688” (17.45) 


Heavy-duty general purpose switches conform to 
military (Jan-S-23 equivalents) information. Units 
featured have solder lug terminals. Screw terminals 
available; go online or call for information. 


-TeN 
ah® 

RoHS 
0.688" Compliant 
(17.45) Available 


0.468" 
(11.89) 


0.76" 
(19.30) 


0.27" (6.86) 


Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ 

DPDT, Panel, Solder 

@ 7311K38 On-Off-On 30A Bai 11M1792 27.32 
DPDT, Screw 

@ 7803K37 On-Off-On 20A Bai 11M1816 15.46 
DPDT, Solder 

@ 7312K38 On-None-On 30A Bai 11M1793 22.28 
DPST, Screw 

@ 7310K36 On-None-Off 30A Bai 11M1790 19.17 
SPST, Screw 

@ 7506K4 Off-None-On 10A Ba 11M1794 8.23 
@ 7576K2 On-None-Off 30A Bai 11M1796 13.44 
SPST, Solder 

@ 7300K38 On-None-Off 20A Bai 11M1789 14.55 
PIM_4988 


SWITCH GUARDS FOR TOGGLE SWITCHES 


E-T-N 


FEES 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


7600, 8800 SERIES MIL-S-83731 STANDARD SWITCHES WITH LEVER SEAL 


(CONT.) 
used as lug. Phenolic and metal housing. Meet Military Specification. MIL-S-83731. (On) = 
On = Maintained action. 


Momentary action; 


Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ 

4PDT, Panel, Screw 

@ 7664K5 On-None-On 20A Bai 23F319 67.07 
4PDT, Screw 

@ 7662K7 On-Off-On 18A Bai 20M2973 61.47 
DPDT, Panel, Screw 

@ 8824K14 On-None-On 20A Bai 11M1863 33.60 
@ 8832K6 On-Off-(On) 18A Ba 23F318 54.05 
DPDT, Screw 

@ 8834K5 (On)-Off-(On) 18A Bai 95M4920 43.54 
@ 8830K13 On-None-(On) 18A Ba 41F646 44.40 
@ 8820K16 On-Off-On 20A Bai 11M1861 34.76 
DPST, Screw 

@ 8822K20 On-None-Off 20A Bai 11M1862 30.47 
SPDT, Panel, Screw 

@ 8810K15 On-None-On 10A Bai 23F306 25:38 
SPDT, Screw 

@ 8812K14 (On)-Off-(On) 25A Bai 11M1860 28.98 
@ 8800K16 On-Off-On 20A Ba 23F307 25.01 
SPST, Panel, Solder 

@ 8811K17 Off-None-(On) 20A Ba 11M1859 26.15 
SPST, Screw 

@ 8801K22 On-None-Off 20A Bai 20M3079 21.19 
@ 8801K23 On-None-Off 20A Bai 11M1858 22.35 
PIM_4905 


8500 SERIES MIL-S-3950 SEALED SWITCHES 


E-T-N 


> rs) 


One Pole Two Pole 


© Current Ratings (Maintained): 20A Res., 15A Ind. 
@ 5ALamp Load 28VDC 
© 18A, 1/4hp @ 125VAC 


Offer highest degree of environmental seal. Fine silver stationary contacts provide lower level current 


Four Pole 


© 9A, 1/2hp @ 250VAC 
© Temperature Range: -85°F to 160°F 


performance. Silver-plated cadmuim oxide moveable contacts for improved higher current performance. Screw 
terminals. 15/32”-32 threaded bushing, with 0.076” keyway slot. Self-extinguishing base material. Can use w/ 
switch guards, order online or call. 
Switch | Contact Price Each 
For Use Price Each Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ 
Mfg. Part No. With Stock No. 1-24+ 4PST, Screw 
Flush / OHM mounting, 2 or 3 positions, metal lever, black 8502K1 On-Off-On 20A Ba 23F1091 59.57 
8495K1 SAFRANELECTRIC&POWER 41F676 37.79 8502K4 On-On | 20A Bai 23F1093 69.78 
Flush mounting, 2 positions, phenolic lever, red DPDT, Panel, Screw 
8497K2 SAFRANELECTRIC&POWER 41F675 30.28 8501K1 On-Off-On 20A Bai 23F1083 41.76 
OHM mounting, 2 or 3 positions, metal lever, black DPDT, Screw 
8492K1 SAFRANELECTRIC&POWER 23F140 11.22 8501K2 (On)-Off-(On) 20A Ba 23F1088 42.93 
OHM mounting, 2 positions, phenolic lever, red, hinged end DPST 
8497K3 SAFRANELECTRIC&POWER 41F678 28.50 8501K9 On-Off | 20A Ba 23F1084 41.33 
OHM mounting, 2 positions, phenolic lever, red, opp. hinged end DPST, Screw 
8497K7 SAFRANELECTRIC&POWER 94F4652 52.86 8501K5 On-(On) 20A Bai 23F1087 43.16 
8497K1 SAFRANELECTRIC&POWER 23F145 25.29 8501K3 On-Off-(On) 20A Ba 23F1089 44.74 
OHM mounting, 3 positions, phenolic lever, red, opp. hinged end 8501K4 On-On 20A Ba 23F1085 40.58 
8496K2 SAFRANELECTRIC&POWER 41F677 36.55 SPDT, Panel, Screw 
8498K1 SAFRANELECTRIC&POWER 97F9067 60.08 8500K2 (On)-Off-(On) 20A Bai 23F1081 21.94 
PIM_4907 8500K1 On-Off-On 20A Ba 23F1077 30.17 
SPDT, Screw 
7600, 8800 SERIES MIL-S-83731 STANDARD SWITCHES." 9 AI eau OnNone-On_|__20A Ba 2aFi079 | 26.24 
WITH LEVER SEAL a SPST, Panel, Screw 
RoHS 8500K9 On-None-Off 20A Bal 23F1078 24.42 
Eeoiepar “SPST, Serew 
8500K11 (On)-None-Off 20A Ba 23F1082 29.50 
é PIM_4904 
One-Pole Two-Pole Four-Pole 


@ Bushing: 15/32-32 Thread 
© Rated: 20A @ 28VDC and 10A @ 115VAC 


Silicone rubber lever seal stops contaminants. Hot tin-dipped #6-32 screw terminals facilitate soldering when 


> CONTINUED > 


© Keyway: 0.035” (0,889)D by 0.068” (1.73)W 


1006 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


ECONOSWITCH SEALED TOGGLE SWITCHES 


pe 
"Ont 


Series 8531 


© Current Ratings (Maintained): 20A Res., 15A Ind. 
e@ 5ALamp Load @ 28VDC 
© 18A, 1/2hp @ 125VAC 


Environmentally-sealed; positive detent action provides good tactile feedback. Choice of screw or 0.25” spade 
terminals. 15/32”-32 threaded bushing, 0.076” keyway slot. Can be used with switch guards; go online or call. 


E-T-N 


ee, 
Series 8530 


@ 9A, 1hp @ 250VAC; Circuits Only 
© Temperature Range: -50°F to +150°F 


Switch Contact Price Each 

Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ 
DPDT, Quick Connect 

8531K32 (On)-Off-(On) 20A Ba 95F4260 35.20 

8531K31 On-Off-On 20A Bai 95F4259 35.23 
DPDT, Screw 

8531K2 (On)-Off-(On) 20A Bai 50F1569 35.01 

8531K1 On-Off-On 20A Bai 50F1568 32.02 

8531K4 On-On 20A Bai 50F1570 33.11 
DPST, Panel, Screw 

8531K9 | On-None-Off 20A Ba 50F1571 30.86 
DPST, Quick Connect 

8531K39 On-Off 20A Bai 95F4262 36.64 

8531K34 On-On 20A Bai 95F4261 31.09 
DPST, Screw 

8531K11 On-Off 20A Bai 95F4258 34.17 
SPDT 

8530K2 | (On)-Off-(On) 20A Bai 50F1565 18.24 
SPDT, Quick Connect 

8530K32 | (On)-Off-(On) 20A Bai 95F4255 18.74 
SPDT, Screw 

8530K4 On-None-On 20A Bai 50F1566 17.95 

8530K1 On-Off-On 20A Bai 50F1564 23.85 
SPST, Panel, Screw 

8530K9 | On-None-Off 20A Bai 50F1567 17.80 
SPST, Quick Connect 

8530K311 (On)-None-Off 20A Bai 95F9233 11.52 

8530K39 On-None-Off 20A Bai 95F4257 19.90 

8530K34 On-None-On 20A Bai 95F4256 20.24 

8530K31 On-Off-On 20A Bai 95F4254 23.54 
SPST, Screw 

8530K11 | Off-None-(On) 20A Bai 95F4253 23.31 

PIM_4878 


GENERAL PURPOSE AC-ONLY BAT LEVER TOGGLE 
SWITCHES 


KEYWAY .080-.085 W. X .040-.047 D. KEYWAY .080-.085 W. X .040-.047 D. 
\ (2,032.16) (1,02)(1,19) iw {2,08)(2,16) (1,02)(1.19) 


A 
E-T-N 
Spier , 
Compliant 
Available 
WG 


671 687 
(17,04) (i745) 
-15/32-32 TP. 
(11,69) 


468 
(11,89) 


1.437 
(36,50) 


DPDT Screw Terminals 3PDT and 4PDT Solder Lug Terminals 
@ 7800 and 7801 series: Rated 6A, 125VAC; 3A, @ 7804 series: Rated 20A, 125VAC; 10A, 250VAC; 
250VAC, 1/6 Horsepower, 120-240VAC 1HP, 120VAC. 
© 7803 series: Rated 20A, 125VAC; 10A, 250VAC; @ 7805 series: Rated 10A, 250VAC; 20A, 125VAC; 
HP, 120-240VAC HP, 120-240VAC 


UL recognized, CSA certified. Types ending with suffix K32 are not CSA certified. 


Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ 
3PDT, Panel, Screw 
© 7804K32 On-Of-On | _20A Bat [__11m1820 21.76 
3PDT, Solder 
@ 7804K13 On-On 20A re 11M1818 1227 
@ 7804K33 On-On 20A Lever 11M1821 22.46 
3PST, Solder 
© 7804K31 On-of [| 20a Lever [_timi819 23.49 
4PDT, Solder 
@ 7805K12 On-Off-On 20A Bat 11M1822 26.84 
@ 7805K13 On-On 20A Bat 11M1823 15.69 
> CONTINUED > 
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SWITCHES & SENSORS 


SWITCHES — TOGGLE 


GENERAL PURPOSE AC-ONLY BAT LEVER TOGGLE SWITCHES (CONT.) 


Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ 

DPDT, Panel, Screw 

@ 7803K33 On-None-On 20A Bai 11M1815 10.56 
DPDT, Panel, Solder 

@ 7803K13 On-None-On 20A Bai 11M1812 8.61 
DPDT, Screw 

@ 7803K32 On-Off-On 20A Bai 11M1814 10.90 
DPDT, Solder 

@ 7803K12 On-Off-On 20A Bai 11M1811 8.56 
DPST, Panel, Solder 

@ 7801K11 On-None-Off 6A Bai 46F1864 6.51 
DPST, Screw 

@ 7803K31 On-None-Off 20A Bai 11M1813 8.74 
DPST, Solder 

@ 7803K11 On-None-Off 20A Bai 11M1810 7.26 
SPST, Solder 

@ 7800K11 On-None-Off 6A Ba 11M1809 4.47 
PIM_4859 


EXTRA HEAVY-DUTY SCREW TERMINAL AC/DC TOGGLE 
POWER SWITCHES 


aTeN 


1.859" RoHS 
(47.22) Compliant 
Available 
Baa AW 
2.875" 
(73.03) 


7810K1 


© Quick-Make/Quick-Break 
© Mfg. Part No. 7810K1 Rated: 20A @ 125VAC/ 
VDC; 10A @ 250VAC/VDC 


UL recognized. 


7812K2 


@ Mfg. Part No. 7812K2 Rated: 30A @ 125VAC/ 
VDC; 20A @ 250VAC/VDC 


Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ 
3PDT, Screw 
@ 7812K2 On-Off-On 30A Square 46F8145 177.08 
DPDT, Screw 
@ 7810K1 On-None-On 20A Bat 46F1865 105.21 
PIM_4858 


AC/DC TOGGLE POWER SWITCHES 


A 
E-T-N 
Spire ; 
Compliant 
Available 
WG 


8980K5 


8980K1 8980K14 


Features: ® Maintained 
© Quick-Make/Quick-Break Wiping Action © Operating Temperature Range: 0°F to +150°F 


Switches are all UL recognized, CSA certified except type 8980K14 (UL recognized only). DPST circuit, Off-On 
action. Mfg. part no. 8980K5 is 30A @ 250VAC/VDC; 20A @ 600VAC/VDC. Mfg. part no. 8980K1 is 60A @ 
250VAC/VDC; 2HP @ 125-250VAC/VDC. Mfg. part no. 8980K14 is 30A @ 250VAC/VDC; 2HP @ 120-240VAC; 
1HP @ 480VAC. 


Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ 

DPST 

@ 8980K1 3 [60a Bat [__ 46F1874 92.20 
DPST, Panel, Screw 

@ 8980K5 On-Off | 30A Bat | 23F017 52.54 
DPST, Screw 

@ 8980K14 a 30A Bat 46F1867 64.18 
PIM_4857 
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SWITCHES — TOGGLE 


HESITATION TOGGLE SWITCHES E TeN GENERAL-PURPOSE AC RATED TOGGLE SWITCHES E TeN 
ry ry 


RoHS RoHS — 

Compliant Compliant 

Available Available 
WG WG 


Single-Pole Double-Pole Three- and Four-Pole 
Screw Terminal Spade Terminal Solder Terminal 
AC toggle switches are ideal for power applications. All are one hole mount. One hexagon locknut and one 
799-K10 knurled facenut included. Toggle guards available; go online or call. UL recognized, CSA certified. 
© Slow-Make, Slow-Break Butt-Action Contact © Contact Ratings: 125VAC or 28VDC @ 15A or Switch Contact Price Each 
Mechanism 250VAC @ 10A Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ 
@ Designed for AC and Low-Voltage DC Applications 3PDT. Panel, Screw 
Units feature interlock mechanism that prevents operation of lever through center position until pressure : : 
momentarily relieved. Hardware included. UL recognized. CSA certified. @ 7702K2 On-None-On 15 Ba 11M1807 19.17 
Sulich Condcl Price Each 3PDT, Panel, Solder 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ © 702K" On-None-On 15A Ba 1iM1806 21.66 
3PDT, Panel, Screw 3PDT, Quick Connect 
© 7991K10 On-Off-On 15A Bat 41M1831_ | 34.59 @I0EKS SENone On dias Ba IMM1806 8 | IAEIG 
4PDT, Panel, Screw @7701K3 On-Off-On 15A Ba 11M1805 14.82 
© 7990K10 On-Off-On 15A Bat 11M1830 | 43.14 3PDT, Screw 
DPDT,Screw)”™O™~CSstsSSTTTTOC“C @ 7701K2 On-Off-On 15A Bai 21M3303 25113) 
© 7992K10 On-Off-On 15A Bat 11M1832_| 20.58 3PDT, Solder 
Pinaeea @7701K1 On-Off-On 15A Ba 11M1804 22.56 
= 3PST, Panel, Quick Connect 
@ 7700K3 On-None-Off 15A Ba 11M1803 17.95 
GENERAL-PURPOSE AC/DC TOGGLE SWITCHES ETeW] stm sce 
= Hs @ 7700K2 On-None-Off 15A Ba 12M6718 13.81 
Gee timaian 3PST, Panel, Solder 
es @ 7700K1 On-None-Off 15A Ba 11M1802 18.07 
AL @G 4PDT, Screw 
@ 7694K4 On-None-On 15A Ba 04M4789 21.93 
@ 7692K13 On-Off-On 15A Ba 044787 16.22 
Solder Screw Wire 4PDT, Solder 
© Quick-Make, Quick-Break Contact Mechanism Action @ 7695K5 On-None-On 15A Ba 04m4790 24.91 
© Non-Teasable, Self-Cleaning, Wiping Contact © Threaded Bushing: 0.468”-32 @ 7693K2 On-Off-On 15A Ba 04M4788 19.48 
One-hole mounting. Solder lug terminal. Wire leads: 18-gauge, 6” (152.4), stripped 0.750” (19.05). Hardware 4PST, Panel, Screw 
included. UL recognized, CSA certified. @ 7690K8 On-None-Off 15A Ba 741M1800 23.21 
Switch Contact Price Each 4PST, Panel, Solder 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ @ 7691K14 On-None-Off 415A Bal 41M1801 12.06 
DPDT, Screw DPDT, Panel, Screw 
© 8375K107 DnNoneOn ihe Bal Owes || 2.28 © 7564K6 On-None-On 15A Ba 04ma776 a1 
DPDT, Solder © 7632K36 On-None-On 20A Ba 2om2968 | 11.41 
@ 8373K107 On-None-On 7A Bai 04M4804 16.84 DPDT, Quick Connect 
DPST, Panel, Solder @ 7565K7 On-None-On 15A Ba 04M4778 8.04 
@ 8370K107 erENoneet ile Bal Cast 02 Le © 7632K40 On-None-On 20A Ba 94C8847 7.63 
DPST, Screw “e7563K6 «| —On-Of-On. =| ~S5A~SCi«T~SSsiatsSS=*«s:«Ciéi MTB «| 
@ 8372K107 On-None-Off TA Bai 044803 15.98 DPDT, Screw 
SPDT, Solder @ 7592K4 On-None-On 6A Ba 04M4785 | 10.51 
© 8282K113 On-None-On 3A Ba 10M6580/55 iox10 © 7591K4 On-OfF-On 6A Ba 04Ma783 9.76 
@ 8282K114 On-None-On 3A Bai 11M1848 13.50 @ 7562K4 On-Off-On 415A Ba 04M4773 9.83 
SPST, Screw DPDT, Solder 
© 8295107 On-None-O' 3A Bal OS MAS0 TE | RIOIS: © 7592K6 On-None-On 6A Ba 044786 6.93 
© 8396K108 On-None-O 6A Bal 04m4811 10.11 @ 7565K5 On-None-On 15A Ba 04M4777 8.34 
@ 8396K107 On-None-O1 TA Bai 04M4810 12.38 @ 7632K38 On-None-On 20A Ba’ 20M2969 721 
SPST, Solder © 7591K6 On-Of-On 6A Ba 044784 7.21 
© 8280K115 On-None-Ot BA Bal Osa ToT | © 7563K4 On-Of-On 15A Ba 04Ma774 8.29 
© 8280K116 On-None-O} 3A Ba 0414798 7.55 DPST, Panel, Quick Connect 
© 8381K107 Dnehione:2 Ue Bal canss08 9.20 © 7630K40 On-None-Of 20A Ba 111799 11.77 
@ 8381K108 On-None-O} 7A Ba 044807 6.32 DPST, Quick Connect 
SPST, Wire Leaded @ 7561K6 On-None-O 15A Bai 04M4772 5.62 
@ 8290K115 On-None-O! 3A Bai 04M4799 15.43 DPST, Screw 
@ 8290K116 On-None-O' 3A Bai 04M4800 8.88 @ 7590K4 On-None-Off 6A Ba 04M4781 6.19 
@ 8391K107 eEnonee) ila ed oaMatoe es eri2ic0) © 7560K5 On-None-Of 15A Ba 04m4770 8.04 
© 8391K108 On-None-Ot TA Ba Wie) | il8is © 7630K36 On-None-O} 20A Ba 12c0408 | 15.36 
PIM_4853 DPST, Solder 
———V—— — hr @ 7590K6 On-None-O' 6A Ba 04M4782 5.95 
@ 7561K4 On-None-Off 15A Ba 04M4771 6.99 
Dev Kit HO © 7630K38 On-None-O 20A Ba 11M1798 8.32 
SPDT, Screw 
Find the Newest Development Kits & me ISOSKS (On), O1(0n ie ue UEMATSS Bets 
Evaluation Boards from Top Suppliers SisbeK On'None-On 6A Ba SAME Give 
, : @ 7504K4 On-None-On 15A Ba 044767 6.71 
newark.com/dev-kits Ki’ S : Se T5BIKA On-Off-On 6A Ba 10M5078 5.99 
@ 7502K13 On-Off-On 15A Ba 044766 6.71 
PIM_5624787 
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SWITCHES & SENSORS 
SWITCHES — TOGGLE 


GENERAL-PURPOSE AC RATED TOGGLE SWITCHES (CONT.) A SERIES MINIATURE TOGGLE SWITCHES (CONT.) aig 
Switch Contact Price Each AIS Soper 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ 665 ii 
SPDT, Solder A Cm AG 
@ 7582K6 On-None-On 6A Ba 04M4780 5.78 Sash el 
@ 7505K4 On-None-On 15A Bai 044768 6.10 ae 
oo —_s S = Pomaeo2 Bs © Contacts Rated 6A @ 125VAC, 3A @ 250VAC Resistive 
© 7503K13 OOH pA 7 CAME 5.18 (UL Recognized, CSA Certified) or 6A @ 28VDC 
SPST, Quick Connect Contacts are coin silver. Base (body): 1- and 2-pole are diallyl phthalate; 3- and 4-pole are high-strength 
@ 7501K15 On-None-Off 15A Ba 044765 4.55 phenolic. Lever is brass, chrome-plated. ( ) denotes momentary action. 
@ 7546K40 On-None-Off 20A Ba 20M2952 5.97 Switch Contact Price Each 
SPST, Screw Mfg. Part No. Operation Current Actuator Style Stock No. 1-24+ 
@ 7580K4 On-None-O} 6A Ba 10M8503 5.05 3PDT, Panel, Solder, Solder lugs, 0.41 bat lever 
@ 7500K14 On-None-Off 15A Bai 04M4763 4.81 @ A321S1YZQ On-Off-On 6A Ba 65F1662 37.23 
@ 7546K36 On-None-Off 20A Bai 91B1818 9.29 @ A323S1YZQ On-On 6A Ba 06M4452 19.66 
SPST, Solder 4PDT, Panel, Solder, Solder lugs, 0.41 bat lever 
@ 7580K7 On-None-O} 6A Bai 11M1797 4.64 @ A421S1YZQ On-Off-On 6A Ba 06M4454 37.95 
@ 7580K6 On-None-Off 6A Bai 17M8463 4.72 @ A432S1YZQ On-On-On 6A Bai 89C3329 36.18 
@ 7501K13 On-None-Off 15A Ba 044764 4.64 DPDT, Panel, Solder, Printed circuit terminals, 0.41 bat lever 
@ 7546K38 On-None-O} 20A Bai 9309541 9.04 @ A223S1YCQ On-On 6A Ba 064449 13.50 
PIM_4852 DPDT, Panel, Solder, Solder lugs, 0.41 bat lever 
SS @ A227S1YZQ (On)-Off-(On) 6A Ba 65F1659 11.95 
XT SERIES TOGGLE SWITCHES F @ A226S1YZQ On-(On) 6A Bai 06M4450 19.62 
Features: E ‘Te ee @ A221S1YZQ On-Off-On 6A Bal 65F 1656 19.14 
@ High standard horsepower rating SB ‘a @ A223S1YZQ On-On 6A Ba 65F1657 17.65 
" di: i /ompliant a a i ttié*r 
=: Refaeli Foust applence, cual nity wraiie —_@ AZS2S1VZ0 es i Donets aaa 
medical equipment, rail systems, and lab equipment A” \Y us DPDT, Panel, Solder, Solder lugs, 0.45 flat lever 
Specifications: @ A223P32YZQ On-On 6A Flai 06M4447 32.79 
: couch iil Ta een TOA at 277VAC | DPDT, Panel, Solder, Solder lugs, Lever lock 
© Operating temperature: 0°C ~ 65°C @ A221K12KZQ On-Off-On 6A Locking Lever 064443 29.33 
@ UL recognized component for Canada (CUR @ A223K12KZQ On-On 6A Locking Lever 65F1732 31.49 
marked): File E2702 C SPDT, Panel, Solder, Printed circuit terminals, 0.41 bat lever 
sas] fa rem ghvsnca [every | a | oar 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ eee —— Eee 
SPDT, Panel, Screw @ A123S1YCQ On-On 6A Ba 06M4435 12.85 
@ XTD2B2A On-Off-On 20A Bal 06P9776 634 SPDT, Panel, Solder, Solder lugs, 0.41 bat lever 
SPDT, Quick Connect @ A127S1YZQ (On)-Off-(On) 6A Bal 06m4441 6.94 
@ XTDZE1A (On)-Off-(On) 20A Bal 06P9784 5.94 SAISISNZD On-Off-{On) oh Bal ohio 8.28 
@XTDADIA On-(On) 20A Ba 06P9781 571 SA2ISTIZE zee a ae OGMAAZ7ES [EESIO7 
@ XTD2G1A On-Off-(On) 20A Ba 06P9787 7.89 @ A12381YZQ On-On 6A Ba 65F1651 10.81 
@ XTD2B1A On-Off-On 20A Bal 06P9775 A417 SPDT, Panel, Solder, Solder lugs, 0.45 flat lever 
© XIDICIA On-On 0A Ba 06P9778 ae @ A123P32YZQ On-On 6A Fla 06m4433_ | 21.28 
SPDT, Screw SPDT, Solder, Solder lugs, Lever lock 
@ XTD2E2A (On)-Off-(On) 20A Bal 06P9785 O11 @ A123K12KZQ On-None-On 6A Locking Lever 06M4430 23.80 
@ XTD2D2A On-(On) 20A Ba 06P9782 6.00 @ A121K12KZQ On-Off-On 3A Locking Lever 06M4425 26.12 
@ XTD2G2A On-Off-(On) 20A Bal 06P9788 5.87 PIM_4854 ee 
@ XTD2C2A On-On 20A Bai 06P9779 6.34 
SPDT, Solder MINIATURE TOGGLE SWITCHES A O/ 7 
@ XTD2E3A (On)-Off-(On) 20A Bai 06P9786 5.20 Geayhill 
@ XTD2D3A On-(On) 20A Bai 06P9783 5.20 
@ XTD2G3A On-Off-(On) 20A Ba 06P9789 471 
@ XTD2B3A On-Off-On 20A Bai 06P9777 4.03 
@ XTD2C3A On-On 20A Bai 06P9780 3.97 
SPST, Quick Connect 
@ XTD1F1A2 Off-(On) 20A Bai 06P9772 5.68 Fig. 4 
@ XTD1A1A2 On-None-Off 20A Bal 06P9769 3.93 te GeReinpen 
SPST, Screw Available 
@ XTD1F2A2 Off-(On) 20A Ba 06P9773 8.25 . 1 AX 
@ XTD1A2A2 On-None-Off 20A Bai 06P9770 SHO) Fig. 5 
SPST, Solder © Suffix QE in Mfg. Part No.: Silver Contacts Rated for 0.4 @ 20V Max (AC or DC), Epoxy Sealed 
@ XTD1F3A2 Off-(On) 20A Ba 06P9774 4.23 for 5A @ 125VAC, 3A @ 250VAC, Epoxy Sealed @ Actuator: Brass, Chrome Plated 
“@XTDIA3A2. ‘| OnNone-of | 20 | Bat | O6P9771 | 3.27 © Suffix RE in Mfg. Part No.: Gold Contacts Rated © Operating Temperature Range: -35°C to +85°C 
Series 34A unsealed miniature toggle switches are UL Recognized. Housing: Dially! phthalate UL94V-0. Series 
PIM_133298 34B sealed miniature toggle switch: IP67 degree of protection. Housing: glass-filled nylon UL94V-0. 
Switch Contact Price Each 
A SERIES MINIATURE TOGGLE SWITCHES S ELECTROSW/TCH Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ 
UNIT OF ELECTRO SWITCH CORP. DPDT, Panel, Solder 
cits 25° £5° @ 34ADP11B1M1QT On-None-On 5A Bai 04M2561 7.31 
—\ : «— Ti 105 DIA. @ 34ADP31B1M1QT On-Off-On 5A Bai 8909916 6.69 
I, 410 \ @ 34ADP31B1M2QT On-Off-On 5A Ba 8909917 6.90 
is 200 @ 34ADP11B1M2QT On-On 5A Bal 8909913 = 
352 +010 SPDT, Panel, Solder 
tL ) @ 34ASP41B1M1QT (On)-Off-(On) 5A Ba 8909926 2.66 
ae ba ich Bat a a a @ 34ASP11B1M10T On-None-On 5A Bai 8909918 5.49 
@ 34ASP12B4M7QT On-None-On 5A Bai 88K4410 5.48 
@ 34ASP51B1M1QT On-Off-(On) 5A Ba 8909927 5.81 
> CONTINUED > > CONTINUED > 
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MINIATURE TOGGLE SWITCHES (CONT.) 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


MICRO SWITCH NT SERIES FLAT BASE, SEALED TOGGLE SWITCHES 


Switch Contact Price Each (CONT.) 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ Switch Contact Price Each 
SPDT, Panel, Solder Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ 
@ 34ASP31B1M2QT On-Off-On 5A Bat 04M2592 5.12 DPDT, Panel, Quick Connect 
@ 34ASP31B1M1QT On-Off-On 5A Lever 73K2217 5.09 @ 32NT91-7 (On)-Off-(On) 10A Bai 92F2970 33.46 
SPDT, Solder @ 32NT91-70 (On)-On-(On) 10A Ba 73K1450 43.23 
@ 34BWSP12B4M6QT On-None-On 5A Bat 042618 5.46 @ 32NT91-1 On-Off-On 20A Bai 92F2968 40.63 
PIM_72345 @ 32NT91-3 On-On 15A Bai 73K1449 37.35 
DPST, Panel, Quick Connect 
SERIES 19A TOGGLE SWITCH GUARDS Hone ell @ 32NT91-2 : Off-On 15A Ba 92F2956 37.01 
Features: yw SPDT, Panel, Quick Connect 
© Rugged spring-loaded design provides protection against Spire @ 31NT91-7 (On)-Off-(On) 10A Ba 92F2963 41.16 
accidental actuation Compliant : Of 
© Perfect for a variety of applications: Mil-Spec 19PA184- Available SsINIII1 OT OtOn ieee gl ezh206) goe 
NT for aviation and military, cost effective 19PA217-NT @ 31NT91-3 On-On 15A Ba 92F2952 26.13 
for applications such as industrial work platforms and SPST, Panel, Quick Connect 
Sulp racing @ 31NT91-6 (On)-Off 10A Ba 92F2954 | 30.24 
Specifications: 
© Designed for use with 2 position standard toggle @ 31NT91-2 On-Off 15A Ba 92F2951 29.45 
switches 5 
© Base faceplate is black steel ae (ects ett 
© Mounting hole accepts 15/32” mounting stems Mfg. Part No. Description Stock No.| 1-1-4+ 
5 @ 15PA87 Panel Seal, Honeywell AT, NT, TL, TS and TW Series Toggle Switch | 23F2167 = 
For Use Price Each : : 
Mfg. Part No. With Stock No. —" @ 15PA258 il Seal, Honeywell AT, NT, TL, TS and TW Series Toggle Switch | 86C3709 11.34 
@ 19PA184-NT Honeywell2PositionStandardToggleSwitches 3985427 186.96 @10PA4 —_| Sealing Boot, Honeywell AT, tae TS and TW Series Toggle | 23¢9282 | 3.69 
@ 19PA217-NT Honeywell2PositionStandardToggleSwitches 7251820 35.05 
PIM_4903 
PIM_88584 7 
MICRO SWITCH NT SERIES SEALED TOGGLE 
TOGGLE SWITCHES yw euncches oneywell 
MI Series F ; Hone ell Features: RoHS _ 
@ Miniature behind-panel size (case) enables overall control box (B®) © Available with raised panel standoff and “O’-ting seal compliant 
or panel use © Screw terminals 


@ IEC 60529-2001, IP67, IP68 (except terminal parts) sealing for 
harsh-duty applications 

@ Up to 60,000 electrical life that enhances the use time 

@ Available with 8 circuitry options 

@ 2- or 3- position maintained and momentary action to meet 
circuit and actuator requirements 

@ UL recognized, CE certified for global use 


Honeywell MICRO SWITCH MT Series miniature toggle switches 


are designed to meet the need for a rugged, cost-effective toggle 
switch. Quality construction features include a seal between the toggle lever and bushing, and between the 
cover and case. These switches are designed for use in applications in many demanding outdoor environments, 
where the panels are subjected to such things as vibration from equipment, temperature extremes, dust, 
splashing water, and/or hose directed water. 
Switch Contact Price Each 
Mfg. Part No. Operation Current Stock No. 1-4+ 
DPDT, Panel, Solder 
2MT1-8 (On)-None-On 5A 12AC9344 11.99 
2MT1-7 (On)-Off-(On) 5A 12AC9343 = 
2MT1-5 (On)-Off-On 5A 12AC9342 25.17 
2MT2-3 On-None-On 100mA 12AC9346 = 
2MT1-3 On-None-On 5A 12AC9341 24.28 
2MT2-1 On-Off-On 100mA 12AC9345 16.60 
2MT1-1 On-Off-On 5A 12AC9340 = 
SPDT, Panel, Solder 
1MT1-8 (On)-None-On 5A 12AC9337 10.15 
1MT1-7 (On)-Off-(On) 5A 12AC9336 ae 
1MT2-5 (On)-Off-On 100mA 12AC9339 15.68 
1MT1-5 (On)-Off-On 5A 12AC9335 = 
1MT1-3 On-None-On 5A 12AC5443 = 
1MT2-1 On-Off-On 100mA 12AC9338 6.64 
1MT1-1 On-Off-On 5A 12AC9334 ee 
PIM_5696310 


MICRO SWITCH NT SERIES FLAT BASE, SEALED 
TOGGLE SWITCHES 


Features 

® Quick-Connect 

@ Meets NEMA 3, 3R, 4 and 13 as well as IP67 and IP68 

@ Flat Base With Quick-Connect Terminals Mating Connectors are 
Available Separately; go online or call 

@ Spring-Loaded Actuating Mechanism Provides Tactile Feedback 

@ High-Impact Strength, Non-Tracking Case Enhances Electrical 
Stability 

© Temperature Range: -40°C to +71°C (-40°F to +160°F) 

@ UL recognized, CSA certified, CE Compliant q ba 

Designed to meet severe environment application needs for rugged 

cost-effective manual switches. Identical to the stepped base style 

in construction and features. Allows for PC Board or connector use for easy wiring/connection. See table below 

for electrical ratings. 15/32"-32 UNS thread. Mounting hardware included. 


Honeywell 


RoHS 
1 Gop tinpiat 
Available 
2 © 
7 WG 
Zo~. 
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@ Meets NEMA 3, 3R, 4 and 13 as well as IP67 and IP68 

© Step-design case for added space between terminals 
preventing shorting 

© Spring-loaded actuating mec! 


feedback 


@ High-impact strength, non-tracking case enhances electrical 


stability 


@ Temperature Range: -40°C to 71°C (-40°F to 160°F) 


hanism provides excellent tactile 


@ UL Recognized, CSA Certified, CE Compliant 


WE 


Designed to 
meet severe 


environment application needs for a rugged, cost-effective toggle switch. Quality construction features include 
a one-piece seal between the toggle lever and bushing, and between the cover and case. Terminal inserts 
are molded into the high-impact strength thermoplastic case. Includes mounting hardware. “NONE” in table 
indicates toggle lever is blocked from these positions. Toggle becomes 2-position with center being one extreme 
position. See table below for electrical ratings. 15/32"-32 UNS thread. Mfg. part nos. with prefixes 61 and 62 
denote new version with raised panel standoff and “O”-ring seal. 
Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ 
4PDT, Panel, Quick Connect 
@ 4NT91-3 On-None-On 15A Bai 26R2026 60.11 
4PDT, panel, Screw 
@ 4NT1-8 (On)-None-On 10A Ba 39B8018 59.96 
4PDT, Panel, Screw 
@ 4NT1-7 (On)-Off-(On) 10A Bai 39B8016 67.80 
@ 4NT1-1 On-Off-On 15A Bai 39B7998 73.84 
4PDT, Screw 
@ 4NT13 On-On 15A Bai 39B8007 76.53 
DPDT, Panel, Screw 
@ 2NT1-7 (On)-Off-(On) 10A Bai 73K1415 36.84 
@ 2NT1-5 (On)-Off-On 10A Bai 95F5226 40.11 
@ 2NT1-70 (On)-On-(On) 10A Bai 95F5234 50.28 
@ 2NT1-50 (On)-On-On 10A Bai 95F5233 54.04 
@ 2NT1-8 On-(On) 10A Bai 95F5217 39.65 
@ 2NT1-1 On-Off-On 15A Bai 95F5225 39.65 
@ 62NT1-1 On-Off-On 15A Ba 73K1477 eos 
@ 2NT1-3 On-On 15A Bai 95F5214 34.92 
@ 2NT1-12 On-On-On 15A Bai 95F5232 43.63 
@ 2NT1-10 On-On-On 15A Bai 19C1911 55.65 
DPST, Panel, Quick Connect 
2NT912 Off-On 15A Bai 39B5976 32.52 
DPST, Panel, Screw 
@ 62NT1-2 Off-On 15A Bai 32H3416 38.73 
@ 2NT1-6 On-None-Off 10A Bai 95F5216 34.07 
SPDT, Panel, Screw 
@ G1NT1-7 (On)-Off-(On) 10A Bai 32H3398 43.20 
@ 1NT1-7 (On)-Off-(On) 10A Bai 73K1390 29.19 
@ 1NT1-5 (On)-Off-On 10A Bai 73K1388 24.99 
@ 1NT1-3 On-None-On 15A Bai 95F5209 23.51 
@ 1NT1-1 On-Off-On 15A Bai 73K1386 26.49 
> CONTINUED > 
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SWITCHES — TOGGLE 


MICRO SWITCH NT SERIES SEALED TOGGLE SWITCHES (CONT.) 


TS SERIES INDUSTRIAL TOGGLE SWITCHES (CONT.) 


Switch Contact | Price Each Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ 
SPDT, Panel, Screw DPST, Panel, Quick Connect 
@ 1NT1-8 On-On 10A Bai 95F5212 22.84 @ 12TS95-3 On-None-On 20A Bai 23F2151 = 
@ 1NT13D On-On 15A Locking Lever 91B2473 = DPST, Panel, Screw 
SPST, Panel, Quick Connect @ 12TS15-2 Off-None-On 20A Ba 23F2146 = 
@ 1NT91-2 On-of | 200 Ba [__26R2015 21.70 DPST, Panel, Solder 
SPST, Panel, Screw @ 12TS115-2 Off-None-On 20A Bai 23F2154 — 
@ 1NT1-6 (On)-Off 10A Bai 73K1389 26.49 @ 127S115-3 On-None-On 20A Bai 23F2155 = 
@ 61NT1-6 (On)-Off 10A Ba 73K1475 cat @ 12TS115-1 On-Off-On 20A Ba 23F2153 = 
@ 1NT1-2 On-Off 15A Bai 73K1387 20.78 SPDT, Panel, Screw 
SPST, Screw @ 11TS15-7 (On)-Off-(On) 20A Ba 23F2118 15.60 
@ 1NT1-4 On-(Off) 10A Ba 95F5210 22.66 @ 11TS15-5 (On)-Off-On 20A Ba 23F2116 = 
@ G1NT1-2 On-Off 15A Bai 32H3395 47.76 @ 11TS15-1 On-Off-On 20A Bai 23F2113 —_ 
Price Each SPDT, Panel, Solder 
Mfg. Part No. Description Stock No.|  1-1-4+ @ 117S115-3 On-None-On 20A Ba 23F2126 —_ 
@ 15PA87 _ | Panel Seal, Honeywell AT, NT, TL, TS and TW Series Toggle Switch | 23F2167 a SPST, Panel, Quick Connect 
@ 15PA258 _| Panel Seal, Honeywell AT, NT, TL, TS and TW Series Toggle Switch| 86C3709 | 11.34 @ 11TS95-7 (On)-Off-(On) 15A Ba 23F2124 = 
@10PA4 | Sealing Boot, Honeywell AT, NT, TL, TS and TW Series Toggle | 2309282] 3.69 SPST, Panel, Screw 
Switch @ 11TS15-6 (On)-Off 20A Ba 23F2117 13.93 
PIM_4880 @ 11TS15-2 On-None-Off 20A Bai 23F2114 oe 
@ 11TS15-3 On-None-On 20A Bai 23F2115 = 
TW SERIES MINIATURE TOGGLE SWITCHES Honeywell SPST, Quick Connect 
MILITARY QUALIFIED TO MS-83731 @ 11TS95-1 On-Off-On 20A Bai 23F2120 = 
° MIL-S-83731 Qualified = Gein fang Price Each 
ee are erate Sin oo 
Solder terminals. UL recognized, CSA certified. *Letter wu fl Al @ @ 15PA87 Panel Seal, Honeywell AT, NT, TL, TS and TW Series Toggle Switch | 23F2167 = 
suffix in mfg. part no. denotes pull switches. Locks in @ 15PA258 _| Panel Seal, Honeywell AT, NT, TL, TS and TW Series Toggle Switch | 86C3709 | 141.34 
extreme position on the keyway side. @10PA4 _| Sealing Boot, Honeywell AT, NT, TL, TS and TW Series Toggle] 2309282] 3.69 
Switch Contact | Price Each Switch 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ PIM_4867 
DPDT, Panel, Solder 
rar On/nOn) DA Ba esr 218 | oate2 MICRO SWITCH TL SERIES 2-POSITION Hone ell 
@ 12TW1-8 On{On) 5A Bal zskzicd) 63.43 ENVIRONMENTAL SEALED TOGGLE SWITCHES, yw 
12TW1-1 On-Off-On 5A Bai 23F2157 46.60 MILITARY APPROVED TO MIL-S-3950 
12TW1-3 On-On 5A Ba 23F2158 58.42 © Operating Temperature Range: -65°C to +71°C RoHS 
ee ea 
SPDT, Panel, Solder cad P AG 
11TW1-7 (On)-Off-(On) 5A Bai 23F2131 71.37 @ 1192 UL/CSA Rating Code: 10A-125/250/277VAC; 
@tTw18 On-{On) 5A Ba 50F5248 aa De 1/2HP-250/277VAC; 3A125VAC 
ITs Onn oA Ba asf 906 = Sealed switches feature strong non-tracking case, screw terminals, silver-cadmium oxide contacts. D suffix 
11TW1-3 On-On 5A Ba 23F2130 59.07 in mfg. part no. denotes pull switches and locks out of center position. G suffix in mfg. part no. denotes pull 
@ 11TW8-3G On-On 5A Locking Lever 50F5249 143.61 switches and locks out of extreme position. Lever operates on direct-action, spring-loaded mechanism. ( ) 
SPST, Panel, Solder indicates momentary action. CE certified. 
@ 1TW1-2 On-Off 5A Bal 26R2020 | 141.15 Switch Contact | Price Each_ 
@ tTW12 On-Off BA Lever 39B4529 74.55 pe eat ve Operation Current Actuator Style Stock No. 1-4+ 
, Panel, Screw 
= [BriceEsch “ge aTi3 On-None-On 20A Bal 23F2015 7771 
Mfg. Part No: Description : __{StockiNes| Ese © MS24525-23 On-None-On 20A Ba 2902383 | 89.47 
@ 15PA87 Panel Seal, Honeywell AT, NT, TL, TS and TW Series Toggle Switch | 23F2167 ees @ 4711-20 On-None-On 0A Looking Lever 50F5256 70188 
@ 15PA258 | Panel Seal, Honeywell AT, NT, TL, TS and TW Series Toggle Switch | 86C3709 deo e418 On-On 718A Ba 23F2017 aie) 
@ 10PA4 Sealing Boot, Honeywell AT, ae TS and TW Series Toggle | 2309282 3.69 @ MS24660-23D On-On 0A Locking Lever 486070 Aras 
pinaene 4PST, Panel, Screw 
_ @ 4TL1-2 On-None-On 20A Bai 23F2014 80.14 
TS SERIES INDUSTRIAL TOGGLE SWITCHES = Higneywell ieee mi —- — ~ —— 
@ Electrical Ratings: 15A @ 125, 250, 277VAC; 1/2HP @ 125VAC; 1HP @ 
250/277VAC; 5A @ 125VAC Lamp Load . RoHS DPDT, Panel, Screw 
e ale are 1.08H x 0.62W x 1.13L” (27.40 x 15.70 Gee sinpiat @ MS24524-27 (On)-Off-(On) 18A Ba 2902384 — 
© 2-Pole Versions are 1.06H x 0.75W x 1.31L” (27.00 x 19.00 Al @ = ae Om = = aus SUnG 
x 33.30) L 49.68 
For use in light industrial applications. Provided with lever-to- @ 27L1-3D On-On 15A Locking Lever 23F1980 67.56 
ielestes mementany acon, Cetigeatf 6 ob aun ere 0A 2 a ce fp ee 
‘ ale @ 27L1-3F On-On 18A Locking Lever 86C3929 74.88 
aie @ 2711-3 On-On 20A Bal 23F1979 31.27 
DPDT, Panel, Solder 
Switch Contact MECN = @ 1271-3 [_On-On 20A Bal 863587 | 37.50 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ DPST, Panel, Screw 
DPDT, Panel, Quick Connect @ 211-4 (Off)-On 18A Bai 50F5255 a 
@ 12TS95-7 (On)-Off-(On) 20A Bat 23F2152 = @ 21116 (On)-None-Off 1A Ba 23F1982 52.67 
@ 12TS95-70 (On)-On-(On) 20A Bat 39B4838 ees 211-21 None-OffOn 0A Ba 3603928 50.78 
DPDT, Panel, Screw @ 27112 On-Off 20A Ba 23F1978 | 48.12 
@ 12TS15-1 On-Off-On 20A Bat 23F2145 17.59 @ MS24524-30 On-Off 20A Ba 96H8327 48.04 
DPDT, Panel, Solder SPDT, Panel, Cable 
Silels its aes ud za SUES24S = @ 1017123 On-None-On 75A Ba 51F4035 ae 
> CONTINUED > > CONTINUED > 
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SWITCHES & SENSORS 


SWITCHES - TOGGLE 


MICRO SWITCH TL SERIES 2-POSITION ENVIRONMENTAL SEALED 
TOGGLE SWITCHES, MILITARY APPROVED TO MIL-S-3950 (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MICRO SWITCH TL SERIES 3-POSITION ENVIRONMENTAL SEALED 
TOGGLE SWITCHES, MILITARY APPROVED TO MIL-S-3950 (CONT.) 


Switch Contact Price Each Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ 
SPDT, Panel, Screw SPDT, Screw 
@ 1TL1-4 (Off}-On 15A Bai 94F5341 45.03 @ 1TL17E (On)-Off-(On) 15A Locking Lever 39B3880 76.51 
@ 1TL1-8 (On)-On 15A Ba 23F1901 42.91 @ 1TL1-5 (On)-Off-On 18A Bat 23F1899 44.52 
@ 17L151 None-On-(On) 15A Ba 39B3870 40.76 Brcseach 
@ 1711-30 On-On 20A Locking Lever 23F1898 62.77 Mfg. Part No. Description Stock No.| 1-1-4 _ 
SPOT, Screw © 15PA87 _ | Panel Seal, Honeywell AT, NT, TL, TS and TW Series Toggle Switch | 29F2167 | __— 
ens tOn/OF is a 25r 19000 | IEIG © 15PA258_| Panel Seal, Honeywell AT, NT, TL, TS and TW Series Toggle Switch | 86C3709 | 41.34 
@TLt6r (On)-On 415A Locking Lever |R2BRZ0IS Ea MIb2zo @10PA4 | Sealing Boot, Honeywell AT, NT, TL, TS and TW Series Toggle| 2309282 | 3.69 
@ MS24523-21 On-Off-On 15A Ba 29€2739 33.63 Switch 
@1TLIL On-Off-On 20A Locking Lever 39B3816 _ PIM_12432 
@ 1TL1-3 On-On 15A Ba 23F1897 38.57 
@ 1TL1-3F On-On 20A Locking Lever 90B1889 63.03 TOGGLE SWITCHES (?) 
@ 1TL1-3G On-On 20A Locking Lever 90B4636 68.93 
SPST, Panel, Screw 4 multicomp 
@ 1711-21 None-Off-On 20A Ba 2401831 | 37.22 Geetinoian 
@ 1TL1-2D Off-None-On 20A Locking Lever 23F1896 62.77 Available 
@ 1TL1-2 Off-On 20A Ba 23F1895 36.62 
SPST, Screw 
@ 1TL1-61 Off-(On) 15A Ba 26R2018 38.47 
Price Each 
Mfg. Part No. Description StockNo.| 1-1-4 _ 
@ 15PA87 Panel Seal, Honeywell AT, NT, TL, TS and TW Series Toggle Switch | 23F2167 ae SPC21167 
@ 15PA258 | Panel Seal, Honeywell AT, NT, TL, TS and TW Series Toggle Switch | 86C3709 11.34 TT 67|.49| 80 
@ 10PA4 _| Sealing Boot, Honeywell AT, NT, TL, TS and TW Series Toggle| 2309282] 3.69 i= 
Switch i fa ; 
PIM_4866 25 
| OFF- 


MICRO SWITCH TL SERIES 3-POSITION 
ENVIRONMENTAL SEALED TOGGLE SWITCHES, 
MILITARY APPROVED TO MIL-S-3950 


4 
x: 


Honeywell 


34° TOTAL RoHS 

TRAVEL Compliant 
2,3/,09 Putt—ouT  \, ‘10,7 Available 
TO CHANGE POSITION a DIA 


A 


Sealed switches feature strong non-tracking case, screw terminals, silver-cadmium oxide contacts. Operating 
temperature range: -65°C to +71°C. A and E suffixes in mfg. part nos. denote pull switches: Suffix A locks in 
3-positions and Suffix E locks in center position. Lever operates on direct-action, spring-loaded mechanism. ( 
) indicates momentary action. 
Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-4+ 
4PDT, Panel, Screw 
@ 4711-1 On-Off-On 15A Bai 23F2013 97.43 
@ 4TL1-12 On-On-On 15A Bai 91B2311 122.37 
4PDT, Screw 
@ 4711-7 (On)-Off-(On) 18A Bai 23F2016 43.76 
@ 4711-5 (On)-Off-On 18A Ba 50F5257 aa 
@ 4TL1-50 (On)-On-On 18A Bai 50F5258 100.91 
@ 41L1-12A On-On-On 20A Locking Lever 2708004 145.39 
DPDT, Cable 
@ 102TL2-10 On-On-On 7.5A Bai 86C3311 247.66 
DPDT, Panel, Screw 
@ 2711-7 (On)-Off-(On) 18A Bai 23F1983 48.45 
@ 2TL1-7E (On)-Off-(On) 18A Locking Lever 23F1984 71.82 
@ 2711-5 (On)-Off-On 18A Bai 23F1981 53.00 
@ 27L1-70 (On)-On-(On) 18A Bai 23F1989 72.88 
@ 2711-50 (On)-On-On 18A Bai 23F1988 69.56 
@ 2711-1 On-Off-On 20A Bai 23F1977 47.02 
@ 2711-56 On-On-(On) 18A Ba 98F7689 = 
@ 2711-10 On-On-On 20A Bai 23F1986 69.56 
@ 2TL1-10A On-On-On 20A Locking Lever 23F1987 96.08 
@ 2TL1-12A On-On-On 20A Locking Lever 0100371 = 
SPDT, Panel, Screw 
@ 1TL1-7 (On)-Off-(On) 18A Bai 23F4232 47.96 
@ 1TL1-1 On-Off-On 20A Bai 23F1894 42.91 
@ 1TL1-1E On-Off-On 20A Locking Lever 50F5254 35.49 
@ 1TL1-1A On-Off-On 20A Locking Lever 24C7899 71.34 
> CONTINUED > 


.079 X .039 KEYWAY 
Contact rating: 20A @ 125VAC terminals. Brass terminals. Mounts in a standard 1/2” diameter hole. 


Switch | Contact Price Each 

Mfg. Part No. Operation Current Actuator Style Stock No. 1-24+ 
DPDT, Panel, Screw 
@ SPC21167 On-Off-On 20A Lever 11M0361 11.87 
@ SPC21170 On-Off-On 20A Lever 11M0364 10.33 
DPST, Panel, Screw 
@ SPC21168 On-Off 20A Lever 11M0362 8.69 
DPST, Panel, Solder 
@ SPC21172 On-Off | 20A Lever 11M0366 8.69 
SPDT, Panel, Screw 
@ SPC21158 On-Off-On 20A Lever 11M0352 TAT 
@ SPC21162 On-Off-On 20A Lever 11M0356 TAT 
@ SPC21161 On-On 20A Lever 11M0355 2.29 
SPDT, Panel, Solder 
@ SPC21164 On-Off-On 20A Lever 11M0358 TAT 
SPST, Panel 
@ SPC21157 On-None-Off 20A Bat 11M0351 7.76 
SPST, Panel, Screw 
@ SPC21160 (On)-None-Off 20A Lever 11M0354 8.06 
@ SPC21159 On-Off 20A Bat 11M0353 7.53 
SPST, Solder 
@ SPC21522 On-None-Off 20A Bat 11M0718 6.56 
PIM_5158 
SUBMINIATURE TOGGLE SWITCHES multicomp 


RoHS - 
Compliant 
Available 


® Case Rated: UL94V-0 
© Silver Contacts Rated: 3A 125VAC or 28VDC © Operating Temperature: -30°C to +85°C 
Resistive © UL Listed 
Toggle switches fit 0.100” PC board grid. Feature chrome-plated brass actuator, nickel-plated brass bushing, 


and stainless steel housing. End contacts: silver-plated coin silver. Epoxy sealed silver-plated brass center 
contact and terminals. 


Specifications: 
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1012 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 
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SWITCHES & SENSORS 
SWITCHES — TOGGLE 


ULTRAMINIATURE SEALED ROCKER AND LEVER (CONT.) 


Switch Contact | Price Each Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-24+ Mfg. Part No. Operation Current Actuator Style Stock No. 1-24+ 
DPDT, Panel, Solder DPDT, Through Hole, Solder 
@ SPC21236 On-None-On 3A Bat 11M0431 4.36 @ 2UD1T1A1M2RE On-On 100mA Bat 95M1979 2.65 
SPDT, Panel, Solder SPDT, Through Hole, Solder 
@ SPC21220 On-None-On 5A Lever 11M0415 = @ 2US2T1A1M6RE On-(On) 100mA Bat 95M1992 0.62 
@ SPC21221 On-None-On 5A Lever 11M0416 = @ 2US3T1A1M2RE On-Off-On 100mA Bat 95M1994 2.78 
SPST, Panel, Solder @ 2US3T1A1M7RE On-Off-On 100mA Bat 95M1996 2.96 
@ SPC21219 On-None-Off 5A Lever 11M0414 4.05 @ 2US1T1A1M2RE On-On 100mA Bat 95M1988 2.29 
PIM_34987 @ 2US1T1A1M6RE On-On 100mA Bat 95M1989 2.57 
PIM_116609 
TOGGLE SWITCHES @ 
multicomp SUBMINIATURE TOGGLE SWITCHES, PCB (2) 
MOUNTING - WASHABLE multicomp 
RoHS 
Pp Geeiinpian 
{ Available 
- 
SPC21256 : 
SPC21284 SPC21269 SPC21516 ; 
Horizontal mounting - type 1 . . 
fate fiant Vertical mounting Horizontal mounting - type 2 
‘Avallabie Features: © Operating temperature: -30°C to +85°C 
@ Process sealed - withstands machine soldering © Contact resistance: =20mR 
lS @) and pressure wash processes @ Electrical life: 50000 ops. 
> © Epoxy sealed terminations ® (On) = Momentary action 
Specifications: 
sue i Price Each 
© Rating: 5A @ 120VAC or 28VDC; 2A @ 250VAC @ ULListed Switch Contact -—_——— 
e Operating ei ae to ges: cai Mfg. Part No. Operation Current Actuator Style Stock No. 1-24+ 
Actuator: chrome-plated brass. Bushing: nickel-plated brass. Stainless steel housing. Case rated UL 94V- DPDT, Through Hole, Solder 
0. End contacts: silver-plated coin silver. Center contact and terminals: Silver-plated brass, epoxy seal. @ 2AD3T2A2M2RE On-Off-On 100mA Bai 95M1930 = 
Hardware: 2 hex nuts, locking ting, lock washer. Panel mounting: Figs. 1 and 2: 0.250” (6.35) diameter hole; @ 2AD3T2A2M6RE On-Of-On 100mA Ba 98K6182 6.78 
Fig. 3: 0.469” (11.91) diameter hole. 
Price Each @ 2AD1T2A2M2RE On-On 100mA Bai 95M1924 2.64 
Switch Contact je On-0 400mA B 95M1925 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-24+ @ 2ADNIZACMERE um m 7 S100) 
3PDT Panel, Solder @ 2AD1T2A2M7RE On-On 100mA Bai 95M1926 3.01 
SSCS = A] fet - cee To OfF(O 100mA B 95M1936 
SPDT, Patel oles @ 2AS4T2A1M7RE OnOFOn or = 95M1937 oe 
@ SPC21322 On-On SA | 41M0517 a pee OMA = ae zi 
DPDT, Panel, Solder @ 2AS4T2A1M2RE ( — - n) a = — 2.81 
© SPC21307 (On)-Off-(On) 5A 41M0502 ae hor CAIMIRE > = = ae = ee wise 
© SPC21308 (On)-Off-On 5A ri 41M0503 = SS 2ASSTZAIMZRE ~ -—— Taine = aaa 2.86 
@ SPC21288 (On)-Off-On 5A Ba 410483 = W2ASSTZAIMZRE - - n — = sid 2.53 
© SPC21305 (On-On BA 7 71M0500 700 @ 2AS1T2A1M2RES — = = —-- 2.33 
@ SPC21284 On-None-On 5A Bai 11M0479 4.38 SekS IZAIMIRE = ul : 2160 
@ SPC21299 On-None-On 5A Ba 11M0494 6.97 PIM_116567 
@ SPC21304 On-None-On 5A Bai 11M0499 6.07 
SP3T, Panel, Solder SUBMINIATURE TOGGLE SWITCHES, PCB @ 
@ SPC21314 On-On-On 5A 410509 7.08 MOUNTING multicomp 
SPDT, Panel, Solder a RoHS 
@ SPC21257 (On)-Off-(On) 5A Bai 11M0452 a5 j Gepeinvian 
@ SPC21277 (On)-Off-(On) 5A Bai 11M0472 7.16 
@ SPC21278 (On)-Off-On 5A ae 11M0473 15S. . 
@ SPC21273 (On)-Off-On 5A Flai 11M0468 ae Z| 
@ SPC21259 On-None-On 5A Bai 11M0454 a5 ! 
@ SPC21269 On-None-On 5A Ba qAMOAGS 4.82 Features: © Electrical life: 30000 2 position, 30000 3 position 
@ SPC21516 On-None-On 5A Bai 41M0712 3.95 © Gold plated contacts allow low level switching © Operating temperature: -30°C to +85°C 
@ SPC21258 On-Off-(On) 5A Ba 441M0453 oe @ Epoxy sealed terminations © Contact resistance: 20mR @ 4V de 
© SPC21256 On-Off-On BA Ba 71M0451 488 ea types for panel mounting ® (On) = Momentary action 
@ SPC21271 On-Off-On 5A Fla 11M0466 4.93 Dimensions: Vertical - Body H=8.3 W=5.08 (SPDT), 9.14 (DPDT) D=8.13; Horizontal - Body H=5.8 (SPDT), 
PIM_34985 9.14 (DPDT) W=8.13, D=9.09; Vertical Threaded Bush - Body H=8.64 W=5.08 (SPDT), 9.14 (DPDT) D=8.13 
Switch Contact Price Each 
ULTRAMINIATURE SEALED ROCKER AND LEVER @ Mfg. Part No. Operation Current Actuator Style Stock No. 1-24+ 
Features m Iti m DPDT, Panel, Solder 
© Gold contacts u co Pp @ 2MD2T1B5M2RE On-(On) 100mA Bal 95M1941 2.57 
® Glass filled nylon body, UL 94V-0 Rated pols iat © 2MD2T2B2M2RE On-(On) T00mA Ba 95M1942 0.43 
© Epoxy sealed terminations Avaliable 
© IP 67 Sealed eae @ 2MD6T1B5M2RE On-On-On 100mA Ba 95M1947 3.43 
Specifications | DPDT, Through Hole, Solder 
® Contact Rating: 0.4VA max. @ 20V acide @ 2MD3T2B2M6RE On-Of-On |  100mA Ba 95M1945 1.00 
@ Mechanical life: 40000 operations 
© Contact resistance: <100mR @ 2MD3T2B2M7RE On-Off-On 100mA Bai 95M1946 2.86 
© Rocker length: 1.6mm — @ 2MD3T1B5M2RE On-Off-On 100mA Bai 98K6228 2.64 
© Lever length: 3.8mm | Off 
© Operating temperature: -30°C to +85°C @ 2MD3T2B2M2RE On-Off-On 100mA Bal 98K6229 2.48 
@ 2MD1T2B2M7RE On-On 100mA Bai 95M1940 2.58 
@ 2MD1T1B5M2RE On-On 100mA Bai 98K6225 2.29 
@ 2MD1T2B2M2RE On-On 100mA Bai 98K6226 2.13 
> CONTINUED > > CONTINUED > 
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SWITCHES — TOGGLE 


SUBMINIATURE TOGGLE SWITCHES, PCB MOUNTING (CONT.) MINIATURE SWITCHES PANEL MOUNTING © 
—— Contact Heficeeachl age copper contacts multicomp 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-24+ © Solder tag connections RoHS 
DPDT, Through Hole, Solder Soci clon Gepisrsian 
@ 2MD1T2B2M6RE On-On 100mA Ba 98K6227 2.70 ® Electrical life: 40000 ops. 
@ 2MD6T2B2M2RE On-On-On 100mA Bal 95M1948 3.36 ; Bae upenclaten ring 
SPDT, Panel, Solder @ Bush thread: 14/4-40 UNS-2A 4, 
@ 2MS4T1B5M2RE (On)-Of-(On) | 100mA Ba 95M1955 2.43 © Lever length: 10.25mm —<- 
@ 2Ms4T2B2M2RE | (On)-Off-(On) | 100mA Bal 95M 1956 2.29 © Fane cut our=0.95, fate 7) M-o.mm ey | 
@ 2MS5T2B2M2RE On-Off-(On) 100mA Ba 95M1960 2.37 “~~ ; 
SPDT, Through Hole, Solder 
@ 2MS2T2B2M2RE On-(On) 100mA Ba 98K6233 178 | Switch | Contact Price Each 
@ 2MS2T2B2M6RE On-(On) 100mA Ba 95M1952 247 Mfg. Part No. Operation Current Actuator Style Stock No. 1-24+ 
© 2MS5T2B2M6RE On-Off-(On) | 100mA Ba 95M1961 2.59 3PDT, Panel, Solder 
@ 2MS5T2B2M7RE On-Of-(On) | 100mA Ba 95M1962 2.59 BMGT) IBSM IDE {Sn-Or4{On} 2 Ba eaMaesy ie: 
@ 2MS3T1B5M2RE On-Off-On 100mA Ba 98K6234 2.24 @iIMGZ | ISSMIQE On-(On) af Ba Sous) oi) 
© 2MS3T2B2M2RE On-Off-On To0mA Bal 98K6235 2.07 SAMS TIBSMIGE STI SA Ba AES 4.55 
@ 2MS3T2B2MERE On-Off-On 100mA Ba 98K6236 2.45 SS IMSTTIBSMIGE Onn A Ba CAEL 098 
@ 2MS1T2B2M7RE On-On 100mA Bal 95M4705 2.00 APDT, Panel, Solder 
© 2MS1T1B5M2RE On-On 700mA Ba 98K6230 0.44 @NAATIBSMIGE (On)-Off-(On) a Bal oae22 6.14 
Sasttsncre | oor [met [aso [is Shree |r| 3 | a Pe fo 
@ 2MS1T2B2M6RE On-On 100mA Ba 98K6232 1.98 ee eie Son oa = = — 
ai seti @ 1M46T1B5M1QE On-On-On 5A Ba 95M4624 6.81 
DPDT, Panel, Solder 
Tee GREE RNe, cori PCB MOUNTING muliic om @ 1MD4T1B5M10E (On)-Off-(On) 5A Ba 95M4607 2.29 
. p @ 1MD2T1B5M10E On-(On) 5A Ba 95M4606 2.00 
aus @ 1MD5T1B5M10E On-Off-(On) 5A Ba 95M4608 244 
Gee einoiat @ 1MD3T1B5M10E On-Off-On 5A Ba 98K4956 1.13 
: = @ 1MD1T1B5M10E On-On 5A Ba 98K4949 1.75 
Ge, | (OFS Qa Re @ 1MD6T1B5M10E On-On-On 5A Ba 95M4609 1.44 
S | | n : r SPDT, Panel, Solder 
Features: machine soldering and pressure wash cleaning @ 1MS4T1BSM1QE (On)-Off-(On) 5A Ba 95M4612 2.09 
© Gold plated contacts for low level switching Specifications: @ 1MS2T1B5M1QE On-(On) 5A Ba 95M7734 2.00 
Swcsmiadeca semua tor gis @ issriebuoe | "Gnorfony| sa [sat anata 22 
© Standard series have epoxy terminal seal, compat- @ Lever length: 6.46 ; @ 1MS3T1BSM1QE On-Off-On 5A Ba 98K4976 1.88 
ible with bottom-wash cleaning © Operating temperature: -30°C to +85°C @ 1MS1T1B5M1QE On-On 5A Ba 98K4965 1 25/ 
© Sealed series are process sealed to withstand 
PIM_116508 
Switch Contact Price Each 
Seat tea ee Current | Actuator Style | Stock No. 1-24+ MINIATURE TOGGLE SWITCHES, PANEL ° 
@ 1MD3T2B4M7RE On-Off-On 100mA Ba 95M0505 2.80 MOUNTING mu iticomp 
@ 1MD3T2B4M6RE On-Off-On 100mA Ba 98K4957 3.40 . RoHS 
@ 1AD1T2B4M2RE On-On 100mA Ba 95M0474 2.93 F Geptinaian 
@ 1AD1T2B4M7RE On-On 100mA Ba 95M0476 0.39 & & — 2 
@ 1MD1T2B4M6RE On-On 100mA Ba 98K4950 2.86 ie > a 
@ 1MD1T2B4M7RE On-On 100mA Ba 98K4951 3.11 ? 7 . 3 
@ 1MD1T2B4V3RE On-On 100mA Ba 98K4952 3.33 Features: © Gold plated contacts: 0.4VA @ 20V max. ac/dc 
@ 1MD6T2B4M7RE On-On-On 100mA Bai 95M0514 4.02 © Copper alloy contacts, gold or silver plated © Electrical life: 40000 operations 
SPOT Through Hl, Soler eo © saeneermeaonee 
@ 1AS4T2B4M2RE (On)-Off-(On) 100mA Ba 95M0496 2.53 © Silver plated contacts: 5A @ 28V dc or 115V ac © Lever length: 10.4 
@ {MS4T2B4M7RE (On)-Off-(On) 100mA Bai 95M0516 2.60 resistive load, 2A @ 250V ac © Operating temperature: -30°C to +85°C 
© 1MS4T2B4M6RE (On)-Of-(On) |  100mA Ba 98K4983 2.85 Switch Contact Price Each 
@ 1MS4T2B4V2RE (On)-Off-(On) 100mA Bai 98K4984 0.77 Mfg. Part No. Operation Current Actuator Style Stock No. 1-24+ 
@ 1AS2T2B4M2RE On-(On) 100mA Ba 95M0492 2.23 3PDT, Panel, Solder 
@ 1AS2T2B4M6RE On-(On) 100mA Bai 98K4920 3.13 @ 1M31T1BIM1QE On-None-On 5A Ba 98K4990 3.00 
@ (MS2T2B4V2RE On-(On) 100mA Bai 98K4972 2.65 @ (M31T6B11M1QE On-On 5A Fla 98K4991 1.07 
@ 1AS5T2B4M2RE On-Off-(On) 100mA Ba 95M0499 2.90 4PDT, Panel, Solder 
@ 1MS5T2B4V2RE On-Off-(On) 100mA Ba 98K4988 2.95 @ 1M41T1B1M1QE On-On 5A Bal 98K4992 5.42 
@ 1AS3T2B4M2RE On-Off-On 100mA Ba 95M0494 2.59 @ 1M41T6B11M1QE On-On 5A Fla 98K4993 471 
@ 1AS3T2B4M7RE On-Off-On 100mA Ba 95M0495 2.93 DPDT, Panel, Solder 
@ 1MS3T2B4M6RE On-Off-On 100mA Bai 98K4977 2.59 @ 1MD471B1M1QE (On)-Off-(On) 5A Bal 98K4959 2.19 
@ 1MS3T2B4M7RE On-Off-On 100mA Ba 98K4978 251 @ 1MD4T1B1M1RE (On)-Off-(On) 5A Ba 98K4960 3.22 
@ 1MS3T2B4VS2RE On-Off-On 100mA Ba 98K4979 2.85 @ 1MD5T1B1M1QE On-Off-(On) 5A Ba 98K4961 2.19 
@ 1AS1T2B4M6RE On-On 100mA Ba 98K4917 118 @ IMDST1B1M1RE On-Off-(On) 5A Ba 98K4962 2.88 
@ 1AS1T2B4M7RE On-On 100mA Ba 98K4918 2.83 @ 1MD3T1B1M1QE On-Off-On 5A Bal 98K4954 3.07 
@ 1AS1T2B4V2RE On-On 100mA Ba 98K4919 2.70 @ 1MD3T1B1M1RE On-Off-On 5A Ba 98K4955 3.30 
@ 1MS1T2B4M6RE On-On 100mA Ba 98K4966 2.25 @ 1MD3T6B11M1QE On-Off-On 5A Fla 98K4958 2.94 
@ 1MS1T2B4M7RE On-On 100mA Ba 98K4967 2.24 @ 1MD1T1B1M10E On-On 5A Bal 98K4947 2.20 
@ 1MS1T2B4VS2RES On-On 100mA Ba 98K4968 2.09 @ 1MD1T1B1M1RE On-On 5A Ba 98K4948 2.00 
PIM_116509 @ 1MD1T6B11M10E On-On 5A Fla 98K4953 2.87 
SPDT, Panel, Solder 
@ 1MS4T1B1M1RE (On)-Off-(On) 5A Ba 98K4982 2.30 
@ 1MS4T6B11M10E (On)-Off-(On) 5A Fla 98K4985 264 
@ 1MS2T1B1M1QE On-(On) 5A Ba 98K4970 1.55 
@ 1MS2T1B1M1RE On-(On) 5A Ba 98K4971 1.94 
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MINIATURE TOGGLE SWITCHES, PANEL MOUNTING (CONT.) 


Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-24+ 

SPDT, Panel, Solder 

@ 1MS2T6B11M1QE On-(On) 5A Flat 98K4973 2.09 
@ 1MS5T1B1M1QE On-Off-(On) 5A Ba 98K4986 1.88 
@ 1MS5T1B1M1RE On-Off-(On) 5A Ba 98K4987 Dy 
@ 1MS5T6B11M1QE On-Off-(On) 5A Flat 98K4989 2.68 
@ 1MS3T1B1M1QE On-Off-On 5A Ba 98K4974 1.78 
@ 1MS3T1B1M1RE On-Off-On 5A Ba 98K4975 2.14 
@ 1MS3T6B11M1QE On-Off-On 5A Flat 98K4980 2.29 
@ 1MS1T1B1M1QE On-On 5A Ba 98K4963 4.52 
@ 1MS1T1B1M1RE On-On 5A Bal 98K4964 2.13 
@ 1MS1T6B11M1QE On-On 5A Fla 98K4969 2.04 
SPDT, Through Hole, Solder 

@ 1MS4T1B1M1QE (On)-Off-(On) 5A Ba 98K4981 2.20 
PIM_116505 


M SERIES MINIATURE TOGGLES 


ie=y 


Bat Toggle 


Locking Lever Togg| 

Specifications: 

© Electrical Ratings: 6A @ 125V AC & 3A @ 250V 
A, 44 @ 30V DC 

© Logic Level rating: 0.4VA maximum @ 28V AC/ 
DC maximum 

© Contact Resistance: 10 milliohms maximum for 
silver; 20 milliohms maximum for gold 

© Dielectric Strength: 1,000V AC minimum between 


le 


SWITCHES & SENSORS 


SWITCHES — TOGGLE 


MI<I< 


switche e's 


= RoHS 
Compliant 
\ Available 


Flat Toggle 


age due to excessive downward force on actuator 
High torque bushing construction prevents rotation 
or separation from frame during installation 

High insulating barriers increase isolation of 
circuits in multipole devices and provide added 
protection to contact points 

Molded dially! phthalate case has a UL flammability 
rating of 94V-0 


contacts for 1 minute minimum @ Epoxy sealed terminals prevent entry of solder flux 
WT SERIES WT SERIES IP-Rated TOGGLES I ) ] < | < © Operating Temp Range: -30°C through +85°C and other contaminants 
(-22°F through +185°F) @ Prominent external insulating barriers increase 
ae = Features: insulation resistance and dielectric strength 
i Ror ant ® Antirotation design, standard on noncylindrical @ Interlocked actuator block, lever, and interior 
/ Available levers, mates toggle and bushing; bottom of toggle guide prevent switch failure due to biased lever 
: has two flatted sides which fit into a complementa- movement 
ry opening inside bushing © Clinching of frame to case well above base and 
@ Antijamming design protects contacts from dam- erminals provides 1,500V dielectric strength 
Switch Contact Price Each 
Mfg. Part No. Operation Current | Actuator Style | Stock No. 1-9+ 
‘ ; Screw Wire Leaded b Solder SPST, Panel, Solder 
pecifications: jounce over center contact a g 
© Sealing for wire lead models meets IP67 of @ Heat resistant resin used for outer housing meets meMeOT Sas ICO! OneNone= 7 HOSES ail 
1EC60529 Standards at front and back panel UL94V-0 flammability standard and provides high @ M2011SS1G01 On-None-O Ba 10X5814 6.38 
@ Sealing for solder lug or screw lug models meets arc and tracking resistance @ M2011B2B1W01 On-None-O! Ba 10X5783 6.21 
IP67 at front panel and IP60 at back panel Features: 5 z 
© Single unit construction of bushing and case gives @ Electrical Ratings: 10A @ 125V AC or 6A @ 250V @ M2011B2B3W01 OreNione=0 Ba HOXSZGE 6.21 
added protection from environmental elements Aor 10A @ 30V DC @ M2011B2B3W03 On-None-O Bai 10X5790 6.16 
@ Epoxy et ae ne cere ae haere e ad hyecelied 10 lolpiad erent is @ M2011BB1W01 On-None-O1 Bai 40X5777 4.09 
protection from dust and water (not operable under solder lug & screw terminal models; 30 milliohms 
water or oil) maximum for wire lead terminal models @ M2011S2A1W01 On-None-O Bal HOXSESI 3.36 
© Specially designed contact mechanism that breaks @ Dielectric Strength: 1,500V AC minimum for 1 @ M2011S2S1W01 On-None-O' Ba 10X5836 3236) 
. Fl bass Te ies ers and a P Latta saeeuneanaaite @ M2011SD3W01 On-None-O' Ba 40X5805 2.59 
interlocked movable contact mechanism provides perating Temp Range: -30°C through +70° 
highly reliable switching by minimizing contact (-22°F through +158°F) © M2011SD3W01-BB On-None-O Ba 10X5807 4.20 
qi @ M2011SD3W01-CA On-None-O} Bai 10X5808 4.20 
Switch Contact | Price Each @ M2011SS1W01 On-None-O' Bai 10X5815 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ 3.52 
DPDT, Panel, Screw @ M2011SS1W01/UC On-None-O} Bai 10X5820 4.85 
@ WT28T (On)-Off-(On) 10A Toggle 41X0278 28.94 @ M2011SS1W01/UC-BA On-None-O' Ba 10X5821 3.84 
@ Wi22T On-None-On 10A Toggle 11X0269 25.25 @ M2011SS1W01-BA On-None-O Ba 10X5816 3.84 
@ WI23T On-Off-On 10A Toggle 11x0272 | 27.31 @ M2011SS1W03 On-None-O Ba 10X5827 2.93 
DPDT, Panel, Solder @ M2011ES1W01 On-None-O' Flai 10X5792 ain 
@ W228 On-None-On 10A Toggle 11X0268 22.65 @ M2011LL1W01 On-None-O' Locking Lever 10X5797 4.75 
@W123S On-Off-On 10A Toggle 11X0271 24.70 @ M2011LL1W01-C On-None-O1 Locking Lever 10X5799 5.46 
DPDT, Panel, Wire Leaded @ M2011LL3W03 On-None-O' Locking Lever 10X5802 6.20 
@ W128. (On)-OfF-(On) 10A Toggle 11X0276 50.15 SPST, Panel, Through Hole 
WT. OnOfOn TOA Toggle 71x0270 Aaa @ M2011E3S1W01 On-None-Of | 6A | Flal 10X5793 4.03 
DPST, Panel, Screw PIM_212875 
@W121T On-None-Off 10A Toggle 11X0266 24.36 
DPST, Panel, Wire Leaded S SERIES TOGGLE SWITCHES | ] < | < 
@WT21L On-None-Off 10A Toggle 11X0265 58.85 Siiiarewes 
SPDT, Panel, Screw RoHS 
@ WT18T (On)-Off-(On) 10A Toggle 11X0261 28.88 Gap singin 
@WT15T On-None-(On) 10A Toggle 11X0258 17.90 
@WT12T On-None-On 10A Toggle 11X0252 17.15 
@ WT13T On-Off-On 10A Toggle 11X0255 25.86 
SPDT, Panel, Solder 
@ WT18S (On)-Off-(On) 10A Toggle 11X0260 18.76 
@WT12S On-None-On 10A Toggle 11X0251 15.88 : e 
@ W138 - On-OfF-On 10A Toggle uitx0258 7.89 Specifications: © Operating Temperature: -30°C to +70°C 
SPDT, Panel, Wire Leaded © Contact Resistance: 10 milliohms Max. © Panel Seal / Splashproof models 
@ WT18L (On)-Off-(On) 10A Toggle 41X0259 43.23 ® Dielectric Strength: 1500VAC for 1 minute 
SPST, Panel, Screw Switch Contact Price Each 
@WT11T On-None-Off 10A Toggle 41X0249 16.17 Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ 
SPST, Panel, Wire Leaded DPDT, Panel, Solder 
@WT11L On-None-Off 10A Toggle 11X0248 38.32 @S116 On-None-On 5A Bat 10X9366 a 
PIM_212877 @S116R On-None-On 5A Bat 10X9367 = 
DPST, Panel, Solder 
@si14 On-None-Off 5A Bat 10X9364 = 
SPST, Panel, Quick Connect 
@ S1AWF On-None-Off 20A Toggle 10X9361 18.20 
@SI1F On-None-Off 20A Toggle 10X9363 5.90 
> CONTINUED > 
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SWITCHES & SENSORS 
SWITCHES — TOGGLE 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


S SERIES TOGGLE SWITCHES (CONT.) TOGGLE SWITCHES (CONT.) 
Switch Contact Price Each Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ Mfg. Part No. Description Stock No. 1-1-49+ 
SPST, Panel, Solder @ 54-900 NTE Indicator Bushings 32M5611 = 
@S1AL On-None-Off 20A Locking Lever 10X9359 14.76 @ 54-901 NTE Indicator Bushings 80K8266 = 
@S1AW On-None-Off 20A Toggle 10X9360 17.50 PIM_132346 
PIM_211572 
TOGGLE SWITCHES AND ACCESSORIES —wweXs 
TOGGLE SWITCHES : BAR 
A Division of Olympic Controls Corp. 
ELECTRONICS, INC. 
e 


54-593 


54-100 


54-055 


54-057 


RoHS _ 

Compliant 

Available 
Wig 


Features: ® Dielectric strength: 1000VRMS 
© Neoprene seal toggle (54-456 & 54-457 only) © Operating temperature: 0°F to +150°F (-17.8°C 
@ Slow make, slow break contacts to +65.6°C) 
@ AC rated, suitable for low voltage DC also © Electrical life: 50,000 cycles On, 25,000 cycles 
@ Standard .500” dia Mounting Hole (On) 
@ Various terminal selections @ Mechanical life: 100,000 cycles 
Specifications: 
Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-24+ 
DPDT, Panel, Screw 
@ 54-100 On-Off-On 20A Ba 32M5281 = 
DPDT, Quick Connect 
@ 54-012 On-Off-On 15A Bai 32M5198 — 
@ 54-003 On-On 20A Bai 32M5189 == 
DPDT, Quick Connect, Solder 
@ 54-364 (On)-Off-(On) 15A Bal 11R7936 = 
DPDT, Screw 
@ 54-373 (On)-Off-(On) 15A Ba 11R7937 = 
@ 54-099 On-On 20A Bal 32M5280 = 
DPST, Quick Connect 
@ 54-004 On-Off 15A Bai 32M5190 = 
DPST, Screw 
@ 54-011 On-None-O 15A Bai 41R7925 = 
@ 54-055 On-None-Of 16A Bai 32M5237 = 
@ 54-057 On-Off 20A Bai 32M5239 = 
SPDT, Quick Connect 
@ 54-305 (On)-Off-(On 6A Ba 32M5320 = 
@ 54-303 On-Off-On 6A Bai 32M5316 = 
@ 54-009 On-Off-On 15A Bai 411R7924 — 
SPDT, Quick Connect, Solder 
@ 54-352 (On)-Off-(On 15A Bal 11R7934 = 
@ 54-353 On-Off-(On) 15A Bal 32M5379 = 
SPDT, Screw 
@ 54-025 On-Off-On 15A Ba 32M5211 ree 
SPDT, Solder 
@ 54-303PC On-Off-On 6A Ba 32M5317 ae 
SPST, Panel, Wire Leaded 
@ 54-130 Off-None-On 10A Bai 32M5301 a 
SPST, Quick Connect 
@ 54-007 On-O 15A Bai 32M5193 a 
@ 54-005 On-O 20A Bai 32M5191 a 
SPST, Quick Connect, Solder 
@ 54-348 On-Off 15A Bai 11R7933 nee 
SPST, Screw 
@ 54-001 On-(O1 15A Bai 11R7922 ae 
@ 54-023 On-O 15A Bai 32M5209 a 
@ 54-456 On-Off 15A Bai 32M5464 a 
@ 54-008 On-Off 15A Bai 41R7923 ee 
@ 54-354 On-O 15A Bai 11R7935 ee 
@ 54-093 On-O 20A Bai 32M5274 = 
@ 54-593 On-Off 20A Bai 32M5566 = 
SPST, Solder 
@ 54-140 On-O 3A Bai 22K8977 ae 
> CONTINUED > 


@ Dust-Tight Seal 

@ Rated 1A-5A 

@ Form C Contacts 

@ Available in 12 to 144 Pole, Double Throw, 


Maintained Action 
© Connector Packages and Pre-Wired Connectors 
Available 


Protect against normal ambient dust conditions. Designed for use in a controlled environment such as test 
areas, computer control rooms, broadcast studios and network management centers. 802 series is used for 
control and indicator circuits and has a 1A to 5A switching capacity. 902 series is designed to switch dry circuits 
to a maximum of 1A for use in data, thermocouple and instrumentation circuits. 
Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-2+ 
412PDT, Quick Connect 
902-12C On-(On) 1A Bat 23F1161 2904.65 
802-12C On-(On) 5A Bat 59F726 1075.18 
48PDT, Quick Connect 
902-48C On 1A Lever 23F1164 128.40 
Price Each 
Mfg. Part No. Stock No. 1+ 
88601-18C 44F2076 89.67 
88601 59F741 188.15 
PIM_73442 


ALCOSWITCH GEMINI A SERIES MINIATURE TOGGLE 


SWITCHES 


© Contact rating: gold 0.04VA at 20VDC; silver 2A at 
250VAC, 5A at 125VAC. 


ZTE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


=a WG 


hex nuts, 1 lockwasher, 1 locking ring 
© Mfg. part nos. with Q suffix are UL recognized, 


© Epoxy sealed terminals CSA certified 
© Dielectric strength: 1,000Vrms © Wire lug terminals, silver contacts 
© Contact resistance: 30mO. -30°C to +85°C © B suffix = gold. 
@ Hardware supplied with toggle models includes 2 
Switch Contact Price Each 
Mfg. Part No. Operation Current Actuator Style Stock No. 1-9+ 

DP3T, Panel, Solder, Short Bat Toggle 

@ A211SYZQ04 On-On-On 5A Bai 16M2410 5.84 
DPDT, Panel, Solder 

@ A205SYZQ04 (On)-Off-(On) 5A Ba 16M2408 = 
@ A201KZQ04 On-On 5A Locking Lever 14M9102 3.36 
DPDT, Panel, Solder, Flatted Toggle 

@ A205P3ZQ04 (On)-Off-(On) 5A Flat 16M2407 4.99 
@ A207P3ZQ04 (On)-Off-On 5A Flai 06M5116 5.51 
@ A201P3ZQ04 On-None-On 5A Ba 85K8698 6.38 
@ A211P3ZQ04 On-On-On 5A Toggle 5510877 5.65 
DPDT, Panel, Solder, Locking Toggle 

@ A201KAB04 On-On Locking Lever | 72R6948 4.28 
DPDT, Panel, Solder, Long Bat Toggle 

@ A201SYZB04 On-On a Bai 72R6953 2.98 
@ A201TZQ04 On-On 5A Ba 72R6954 U2 
DPDT, Panel, Solder, Long PC Terminal, Bat Toggle, Gold Contacts 

@ A205SYCQ04 (On)-Off-(On) 5A Bai 72R6957 5.64 
@ A208SYCB04 (On)-On 2A Ba 16M2409 4.57 
@ A203SYCQ04 On-Off-On 5A Ba 72R6956 3.34 
@ A201SYCQ04 On-On 5A Ba 72R6952 3.28 
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ALCOSWITCH GEMINI A SERIES MINIATURE TOGGLE SWITCHES (CONT.) 


SWITCHES & SENSORS 


SWITCHES — TOGGLE 


AW SERIES TOGGLE SWITCHES (CONT.) 


Switch Contact Price Each Specifications ; ® Sleeve and Frame perfect sealed 
Mfg. Part No. | Operation Current Actuator Style Gena, |e e es rating : 20 A @250 VAC, 20A@125 VAC, e Fixed contact molded-inserting construction 
@30 VDC @ Wide range switch functions available 
DPDT, Panel, Solder, Short Bat Toggle © Electrical life : 20,000 cycles © Meets requirements of industrial and outdoor 
Tr 
@ A208SYZQ04 On-(On) SA Ba 69K6661 3.13 @ Insulation resistance A Min. 1,000 MOhm dusted equipment 
@ A201MYZQ04 On-None-On 5A Toggle 58M0052 4.96 © Dielectric strength : 1,500 VAC for 1 min. @ Heavy machinery 
e carsanes | onasion [sk [oat [oes [ose fet oo seats 
@ A203MD9AB04 On-Off-On se Ba 72R6955 3.88 Features , a e te concert and lighting equipment 
@ A203SYZQ04 On-Off-On 5A Ba 02M1076 230 © |P67 panel mounting seal @ Portable power tools 
@ A201MD9AB04 On-On i Ba 72R6949 4.95 Switch Contact Price Each 
@ A201MD9AQ04 On-On SA Ba 72R6950 3.04 Mfg. Part No. Operation Current Actuator Style StockNo. [| 1-24+ _ 
@ A201MD9AV2004 On-On 5A Ba 72R6951 3.04 DPDT, Panel, Quick Connect 
@ A213SYZQ04 On-On-(On) 5A Ba tem2411 5.66 @ AWTS1504 (On)-Off-(On) 20A Toggle 13M4620 24.25 
DPDT, Panel, Through Hole, Long Bat Toggle @ AWTR1504 On-None-(On) 20A Toggle 13M4593 30.13 
@ A207SYCQ04 On-Off-(On) 5A Toggle 83R0405 3.34 @ AWTN1504 On-On 20A Toggle 13M4592 38.11 
DPDT, Through Hole, Solder, Long PC Terminal, Bat Toggle, Gold Contacts SPDT, Panel, Quick Connect 
@ A201SYCB04 | On-None-On 51M8533 3.44 @ AWTG1504 (On)-Off-(On) 20A Toggle 58M3888 = 
SPDT, Panel, Solder SPDT, Panel, Quick Connect, Solder 
@ A105SYZQ04 (On)-Off-(On) 5A Ba 69K5792 4.40 @ AWTD1504 On-None-On 20A Toggle 58M3885 34.64 
SPDT, Panel, Solder, Flatted Toggle PIM. 192094 
@ A105P3ZQ04 (On)-Off-(On) 5A Toggle 80K9391 5.90 
SPDT, Panel, Solder, Locking Toggle 
@ A101KZQ04 On-On 5A Locking Lever 28M8136 TEE CuCHLG INDUSTRIAL-RATED AC/DC TOGGLE 
SPDT, Panel, Solder, Long Bat Toggle Quick-make, quick-break action switches feature nonteasable, cometh 
@ A105SYZB04 (On)-Off-(On) 400mA Toggle 08R0900 3.95 self-cleaning, wiping action contacts. All feature On-None-Off 
@ A105T1ZQ04 (On)-Off-(On) 5A Toggle 5074340 6.50 switching action except Mfg. Part No. 8690K2 which is tienes his 
@anpesvzn04 OulinesOale| se : PSSM ince, Mouning hardvere, contig of one hexagon ae 
@ A101SYAB04 On-None-On 400mA Toggle 89M4692 3.95 locknut and one nickel-plated facenut, and terminal hardware © 
@ A101SD9V30Q04 On-None-On 5A Toggle 53W3015 3.63 are furnished unassembled. 0.071” wide x 0.038" deep AY G 
@ Al07SYzQ04 On-Off-(On) BA Ba 7T6M2405 252 keyway provides anti-rotation feature. 
@ 2-1825137-0 On-Off-On 5A Ba 69K7051 3.45 
@ A101SYZQ04 On-On 5A Ba 69K7055 3.05 - 
SPDT, Panel, Solder, Long PC Terminal, Bat Toggle, Gold Contacts Switch Contact HErice|Each) 
@ A103SYCB04 On-Off-On 7 Ba 88K0511 3.82 ae No. Operation Current Actuator Style Stock No. 1+ 
3P. crew 
@ A101SYCBO04 On-On a Ba 69K7054 3.98 , 
SPDT, Panel, Solder, Short Bat Toggle BSSTZ a Ba abB0S58) 187.03 
@ A101MD9AG04 | On-None-On 5A Toggle 75R0189 5 DPDT aA 5 SRE 
SPDT, Solder, Long PC Terminal, Bat Toggle, Gold Contacts ee = | : | MoTsO) 
deal A [eee a se itt ae mae a OnNone-Of [10 Ba |__23F229 68.64 
SPDT, Through Hole, Solder, Flatted Toggle DPST Panel. Screw = 
@ A107P3ZQ04 (On)-Off-On 5A Flai 88K2786 eas s 2 
@ A101P3ZQ04 On-On 5A Fla (04M7050 2.90 a = us ie urban! 2a 
SPDT, Through Hole, Solder, Long Bat Toggle 7S60K7 On-None-Ot 2A Ba aN) ail) 
@ A103SYZB04 On-Off-On is Ba 72R6946 271 DPST, Screw 
@ A103SYWa04 On-Off On 5A Ba 72R6945 = SB EOKZOT “ ee Ba 9309995 __ | _ 28.13 
@ A101SD9AB04 On-On - Ba 72R6940 = esi0hees = Bh 7 eco) 22.12 
@ A101SD9V30B04 On-On 4 Ba 72R6941 3.49 eos cS Ee PTHEB I eel 
@ A101SYZB04 On-On 7 Ba 06R5528 5.50 _ ue ee ee el 
SPDT, Through Hole, Solder, Long PC Terminal, Bat Toggle, Gold Contacts Pe — ~ — sate 
@ A105SYCQ04 (On)-Off-(On) 5A Ba 72R6947 5.99 — - 
@ A103SYCQ04 On-OfF-On 5A Ba 72R6943 4.76 S208 On-None-O} 10A Ba CARS 29.84 
@ A101SCWZQ04 On-On 5A Ba 72R6939 4.55 eae —— “ ae cell Bill 
@A101SYCQ04 On-On BA Bal 72R6942 S65 @ 7360K13 On-None-Ot 20A Bai 23F016 31.79 
SPDT, Through Hole, Solder, Short Bat Toggle Sn Da-None 2k i esh259 Ew 
@A101MD9AB04 On-On 7 Ba 52M8765 = @ 7402K5 On-None-O' 20A Bai 23F020 95.37 
@ A101MD9AV2B04 On-On = Ba 72R6938 4.97 oie —_ Bh Be rer ae 
@ A101MD9AQO4 On-On 5A Ba 72R6937 3.10 ess ont a“ Ba ZShOSe ESE 
SPDT, Through Hole, Wire Wrap, Long Bat Toggle SPST, Screw 
@ A103SYWB04 On-Off-On - Ba 72R6944 4.45 =— On-None-Of [208 Be [_41F824 Babe 
SPST, Through Hole, Solder, Flatted Toggle PIN-ABIE 
@ A108P3ZQ04 On-(On) 2A Flai 80K0975 2.44 
PIM_4780 45 SERIES KEY OPERATED SWITCHES e el (@) | 
Keylock Switch 
Price Each 
AW SERIES TOGGLE SWITCHES Mfg. Part No. ae na Stock No. 1-24+ 
@ 45-190F.1000.113.108 45° 10A 98Y4521 106.19 
@ 45-190H.1000.111.101 90° 10A 984522 76.80 
ee nig _@ 45-190H.2000.111.101 90° 10A 98Y4523 95.32 


RoHS _ 
Compliant 
Available 


PIM_5740126 


2-POLE 


> CONTINUED > 
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SWITCHES — KEYLOCK & SELECTOR 


LK SERIES KEY OPERATED (FR ® (22 SERIES NON-ILLUMINATED KEYLOCK SWITCHES (CONT.) 
fi VW \y . 
SWITCHES HOpoOy v Switch Throw Contact Price Each 
WAR, iti 
WW Od Oy APEM COMPONENTS, INC. Mfg. Part No. Positions Angle Current Stock No. 1-4+ 
ENS wars 27 @ C22S-WS3-MS1-K02 3 40° 4A 4479944 70.06 
@ C22S-WS3-MS1-K11 3 40° 4A 4479945 113.71 
@ C22S-WS3-MS1-K20 3 40° 4A 4479946 113.71 
@ C22-WS3-MS1-K02 3 40° 4A 4479814 71.12 
@ C22-WS3-MS1-K11 3 40° 4A 4479815 115.30 
@ C22-WS3-MS1-K20 3 40° 4A 4479816 421.10 
@ C22S-WRS3-MS1-K02 3 60° 4A 4479931 65.48 
@ C22S-WRS3-MS1-K20 3 60° 4A 4479933 106.53 
@ C22-WRS3-MS1-K02 3 60° 4A 4479801 67.24 
q @ C22-WRS3-MS1-K11 3 60° 4A 4479802 109.47 
© Single and double pole options © Multiple key pull position options e eae Winoa is 1620 8 60° 4A aaT9803 109.47 
© Up to four positions @ 45° or 90° indexing 2NC, Maintained 
@ Momentary and maintained switching @ C22S-WRK-K02 2 40° 4A 4479904 43.45 
Throw Contact | Price Each_ PIM_196364 
Mfg. Part No. Angle Current Stock No. 1-9+ 
@ LK5AGB126M3 45° 4A 05AC5129 20.92 
@ aceieNs ra TA TERGEIAO F 2 POSITION - SRL SERIES ROTARY KEYLOCK LORL IN 
: SDS SWITCHES 
@ LK6SGB126M3 90 4A 05AC5131 18.27 Features: RoHS 
@ LK68GB126M3 90° 4A 05AC5132 18.27 © Silver plated brass contacts Gop tinsiat 
‘| vailable 
piu 's731830 © Spare keys are available for common key profile cal 
= @ Each keyswitch is provided with two keys, a 
random or common profile 
a Specifications: . : 
C22 SERIES NON-ILLUMINATED KEYLOCK SWITCHES EF A"W g MAM Sirsa: saat tsvac © indexing: 20 
La © Lock type: 5 disc © Switch chamber: Polyester (PBT) VO rated 
Geers é © Keys: Nickel plated steel 
Compliant - 
valle Switch Throw Contact Price Each 
@) C € Mfg. Part No. Positions Angle Current Stock No. 1-9+ 
Differs (200 differs available) 
(a @ SRL-5-M-D-2 1 60° 5A 24M7811 11.05 
Ww @ SRL-5-E-D-2 1 90° 5A 24M7807 8.08 
With over 20 variations of operation and 8 varieties of key codes, the C22 line offers a very complete line of @ SRL-5-L-D-2 2 60° 5A 24M7809 10.34 
keylock switches. @ SRL-5-D-D-2 2 90° 5A 24M7805 10.48 
Switch Throw Contact Price Each Same key number (901) 
Mfg. Part No. Positions Angle Current Stock No. 1-4+ @ SRL-S-M-S-2 1 60° 5A 03M4728 14.28 
@ C22-D-G-K11 sas ‘ae 4A 4479671 45.15 @ SRL-5-E-S-2 1 90° BA 24M7808 14.32 
@ C22S-WRS-MS1-A1-K01 2 40 4A 4479916 56.33 @ SRLS-LS2 2 60° 5A 24M7810 7.92 
@ C22S-WRS-MS1-A1-K10 2 40 4A 4479918 56.33 @ SRL-5D-S.2 2 90° BA 24M7806 17.24 
@ C22S-WRS-MS1-A1-K11 2 40° 4A 4479919 102.26 = 
@ C22S-WRS-MS1-A1-K20 2 40° 4A 4479920 102.77 fa: Paid Mi ae Bee kC Ee 
oe 2 o ela cals © 901 — Lorlin SRL Seeks lock Switches Fn i 
@ C22S-WRS-MS1-K10 2 40° 4A 4479923 56.33 iM SGIB i ey 
@ C22S-WRS-MS1-K20 2 40° 4A 4479925 106.53 = 
@ C22S-WRS-MS2-K02 2 40° 4A 4479927 65.48 
@ C22S-WRS-MS2-K10 2 40° 4A 4479928 56.33 WRL SERIES SEALED KEYLOCK SWITCHES LORL IN 
° Features: 
© 622S-WRS-MS2-K11 2 aa AK EEE 65.48 @ Miniature key-operated Lock switch 7 RoHS 
@ C22S-WS-MS1-K02 2 40° 4A 4479935 70.06 © Single or Double pole ~@ Seperate 
© C228-WS-MS1-K10 2 40° 4A 4479936 60.91 ° Up to 200 key conbinaions “ valle 
° ¢ Common keys available — keys to pass 
@ C22S-WS-MS1-K11 2 40 4A 4479937 109.16 @ Keys are double entry 
@ C22S-WS-MS1-K20 2 40° 4A 4479938 113.71 © Occupies small panel area 
@ C22S-WS-MS2-K10 2 40° 4A 4479941 60.91 © Easily assembled through front of equipment - 
5 panel © Contact 
@ C22S-WS-MS2-K20 2 40 4A 4479943 70.06 © Rear projection less than 30mm from panel resistance: 20mO 
@ C22-WRS-MS1-A1-K01 2 40° 4A 4479786 57.38 © Suitable for Marine Environment exposure to Severity 1(EN60068-2-52) (initial) 
@ C22-WRS-MS1-A1-K02 2 40° 4A 4479787 67.24 Specifications: © Lock type: 5 disc 
° © Switch Rating: 5A at 115Vac; 3A at 50Vde © Std. qty. of keys per lock: 2 brass - Ni plated 
@ C22-WRS-MST-A1-K10 i 40 - on esT9 788 ue © |P67 rating/waterproof © Contact material: Brass CZ108 Ag plated 
@ C22-WRS-MS1-A1-K11 2 40 4A 4479789 | 105.33 © Life: more than 10,000 cycles © Moulding material: Polyamide 6.6 UL94V0 rated 
@ C22-WRS-MS1-A1-K20 2 40° 4A 4479790 105.63 © Operating temperature: -20°C to +65 °C © Lock housing: Zinc-alloy bright Cr plated” 
3 @ Proof voltage: 750Vdc (initial) 
@ €22-WRS-MS1-K01 2 40 4A 4479791 57.38 © “Insulation resistance: 999MO at 500Vdc 
@ C22-WRS-MS1-K02 2 40° 4A 4479792 95.36 Switch Th Contact Price Each 
° wite! row ‘ontac' 
O02: WRSMS1-K10 2 iy - cla aloe) 57.38 Mfg. Part No. Positions Angle Current Stock No. 1-9+ 
@ C22-WRS-MS1-K11 2 40 . 4A 4479794 114.97 $ = Same key number (901) 
@ C22-WRS-MS1-K20 2 40 4A 4479795 109.47 @ WRL-5-M-S-2 >) 60° 5A 95M0276 2753 
@ C22-WRS-MS2-K01 2 40 4A 4479796 57.38 @ WRL-5-D-S-2 2 90° 5A 50M5344 27.19 
@ C22-WRS-MS2-K02 2 40° 4A 4479797 68.58 PIM 116604 
@ C22-WRS-MS2-K10 2 40° 4A 4479798 57.38 Z 
@ C22-WRS-MS2-K20 2 40° 4A 4479800 67.24 
© C22.WS-MS1-KOt 2 40° 4A 4479804 oF CK SERIES HIGH SECURITY KEYLOCKS mM | < ] < 
@ C22-WS-MS1-K02 2 40° 4A 4479805 71.12 . ar SWITCHES 
@ C22-WS-MS1-K10 2 40° 4A 4479806 | 96.22 € ms iS Gee tinsian 
@ C22-WS-MS1-K11 2 40° 4A 4479807 126.50 _{ . Available 
@ C22-WS-MS1-K20 2 40° 4A 4479808 116.23 Ys, 
@ C22-WS-MS2-K01 2 40° 4A 4479809 61.97 
@ C22-WS-MS2-K02 2 40° 4A 4479810 71.12 
@ C22-WS-MS2-K10 2 40° 4A 4479811 61.97 
@ C22-WS-MS2-K11 2 40° 4A 4479812 71.12 
> CONTINUED > > CONTINUED > 
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CK SERIES HIGH SECURITY KEYLOCKS (CONT.) 


@ Vertically rotating switching mechanism combines 
with self-cleaning sliding contacts for high reliability 


Specifications: 
@ Electrical Ratings: 3A @ 250V AC 
© Contact Resistance: 20 milliohms maximum 


@ Insulation Resistance: 1,000 megohms minimum 


@ 500V DC 

@ Angle of Throw: 90° for 2-position & 45° for 
3-position 

© Operating Temperature Range: -25°C through 
+70°C (-13°F through +158°F) 

Features: 


@ High insulating material for 16mm CKM models 


withstands over 15 kilovolts of electrostatic 


and long operating life 


@ 16mm and 19mm diameter bushings available 

@ CKL and CKM on-off-on models with tubular keys 
have push-and-lock mechanism which allows 
contactor to drop and slide over stationary contacts 

@ Available in both flat and tubular key styles; flat key 


is reversible for easier setting 


@ Epoxy sealed terminals prevent entry of flux and 


other contaminants 


@ Interior construction provides seal for contact area 


SWITCHES & SENSORS 


ALCOSWITCH SWK SERIES SECURITY KEYLOCK 


SWITCHES 


© 2 Brass Keys Included 


@ SWK-12 are 8-tumbler, SPST, high security models 


© Contacts: 5A @ 115VAC resistive, 15A @ 24VDC 


resistive 
Life: 20,000 cycles 


Silver contacts rated 1A @ 120VAC; 4A @ 
T0VAC/28VDC. 


SWK-13/23 5-tumbler, SPST, medium security 


SWITCHES — KEYLOCK & SELECTOR 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
Available 


SWK-12 
discharge, thus providing antistatic feature @ High dielectric strength of 1,500 volts between SWK-13/23 
@ Rugged, die cast housing 19mm CKL models contacts and case . Price Each 
designed for higher security requirements Switch Throw Contact Tice Eac! 
= Mfg. Part No. Positions Angle Current Stock No. 1-9+ 
Switch Throw Contact Price Each Center, Off-(On) 
Mfg. Part No. Positions Angle Current Stock No. 1-9+ u - 
Flat, 16mm, Position 1 @ 2SWK231AL101 2 90 1A 11F452 66.31 
@ CKM12BFWO01 2 90° 3A 41X3062 15.82 Genter, Of-On = 
@ CKM12BFW01-001 90° 3A 11X3063 16.14 @ 2SWK131AL101 2 90 1A 61F847 62.26 
© CKM12BFW01-002 90° 3A 11X3064 17.65 Genter, On-Off 
Flat, 16mm, Position 2 @ SWK121F315 2 90 ° 5A 61F845 99.60 
© CKM13EFWO1 3 5° 3A 41X3080 | 27.80 Center, Right, Off-On 
Flat, 16mm, Positions 1 and 3 @ 2SWK132AL101 2 90 ° 1A 61F848 26.02 
@ CKM12AEWOt 2 90° 3A 41X3040 25.40 Left, Center, On-Off 
Flat, 19mm, Position 1 @ SWK12F315 2 90° 5A 57F2159 = 
@ CKL12BFWo1 2 90° 3A 11X2946 17.48 Lert, On-Off 5 mF 7 — 
@ CKL12BFW01-001 2 90° 3A 11X2947 17.83 BSNKIZESIS = 
Flat, 19mm, Position 2 For Use Price Each 
@ CKL13EFW01 3 45° 3A 11X3016 19.60 Mfg. Part No. With Stock No. 1+ 
Flat, 19mm, Positions 1 and 3 @ SWK12KF315 Tyco SWK 12 Series Keylock Switches 11F454 11.59 
@ CKL12AFW01 2 90° 3A 11X2883 41.76 @ SWK1323AL101 Tyco SWK Series Keylock Switches 11F455 6.84 
@ CKL12AFW01-001 2 90° 3A 11X2884 17.83 PIM_4911 
Tubular, 16mm, Position 1 
Sccueerins 2 a0 aA tix3073_ | 1758 NV SERIES JOYSTICK SWITCHES 
Tubular, 16mm, Position 2 AP E M 
@ CKM13ETW01 3 45° 3A 11X3091 17.94 
Tubular, 16mm, Positions 1 and 3 
@ CKM12ATWO1 2 90° 3A 11X3051 17.58 
Tubular, 19mm, Position 1 
@ CKL12BTW01-001 2 90 ° 3A 11X2966 17.83 
© CKL12BTW01-006 2 90° 3A 11X2971 17.83 
@ CKL12BTW01-008 2 90° 3A 11X2973 17.83 
Tubular, 19mm, Position 2 
@ CKL13ETWO01 3 45° 3A 11X3028 19.60 - 
@ CKL13ETWO1-001 3 45° 3A 41X3029 19.60 No. of lEticelEachy 
Tubular, 19mm, Positions 1 and 3 Mfg. Part No. No. of Axes Positions Style Stock No. 1-9+ 
@ CKL12ATWO1 2 90° 3A 112895 25.79 S NVEIDICOGEZS : : — ee dl580il 
@ CKL12ATWO01-001 2 90° 3A 41X2896 25.79 SNVENDICICEZS ba OS 
PIM 212873 PIM_5737823 
ALCOSWITCH SKF AND SKT SERIES KEYLOCK SWITCHES RETO BASIC SWITGHES b uraess (@ JOHNSON 
— 
=TE Sina w ELECTRIC 


connectivity 


AUTHORIZED DISTRIBUTOR 


© SKF-13 series are 4-tumbler, SPST, medium-se- 


curity switches 


© Contacts: 1A at 120VAC resistive. Screw terminals 


@ Life: 10,000 cycles 


© SKT-33 series are DPDT models 


SKF-13 


SKT-33 


or peak AC 


© Solder lug terminal 


a 


@ Dielectric strength: 1000Vrms 


© Two brass keys included. 


RoHS — 
Compliant 
Available 


© Gold-plated contacts rated 0.4VA max. at 20VDC. 


Switch Throw Contact Price Each 
Mfg. Part No. Positions Angle Current Stock No. 1-9+ 
SKT331AEL01 1 80° 3A 11F450 83.57 
SKT332AEL01 2 80° 1A 11F451 120.79 
@ 2SKF132AEL01 2 90 ° 1A 11F446 25.45 
@ 2SKF131AEL01 2 90 ° 1A 11F445 77.53 
For Use Price Each 
Mfg. Part No. With StockNo. | 1-1-9+ _ 
@ SK1323AEL01 Tyco SK and SKT Series Keylock Switches 11F440 7.04 
PIM_4912 
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@ Wide number of force variants 

@ High mechanical and electrical life 
© Wide range of levers 

@ Side mounting via mounting holes 
Specifications: 

Contact rating: 26A at 250VAC. 


RoHS — 
Compliant 
Available 


@ Dimensions (mm): 27.8 x 15.9 x 10.3 

@ Housing material: Phenolic-melamine 

© Circuitry: Change-over, NO 

© Temperature range: -40°C to +150°C © Protection enclosure IP40 

© Actuator: Stainless steel 
Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-24+ 

SPDT, Quick Connect 

@ XGG6-88-P27Z1 Lever 11.430zf 51P3636 3.81 
@ XGG2-88-Z1 Plunger 11.430zf 51P3635 2.22 
SPDT, Solder 

@ XGG3-88-Z1 Plunger 11.430zf 96M0774 DID 
PIM_142160 
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SWITCHES & SENSORS 
SWITCHES — SNAP-ACTI 


F4 SERIES ULTRAMINIATURE - f@ JOHNSON 
SNAP-ACTION BASIC 

SWITCHES b U rg E55 5 Beene 
Features: 


@ High electrical rating from a very small switch 
@ Long mechanical and electrical life 

® Gold-plated contact option 

@ Side mounting 

Specifications: 

© Contact rating: 5A at 250VAC 


RoHS _ 
Compliant 
Available 


@ Dimensions (mm): 12.8 x 10 x5 
@ Housing: Glass fiber reinforced nylon 
@ Mechanism Snap-action, single pole 
® Circuitry: Change-over, NO, NC . 
© Temperature range: -40°C to +85°C @ Protection IP40 (enclosure) 
Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
SPDT, Solder, Gold plated 
@ F4T7GPUL Plunger 5ozf 16P3372 4.53 
SPDT, Solder, Silver plated 
@ F4T7UL Plunger 5ozf 14N3995 3.51 
PIM_142161 
XP SERIES DOOR SWITCHES b (& JOHNSON 
Features: U Q e SS § ELECTRIC 


@ Long overtravel plunger 
© 3mm contact gap 

© Reset spring option for increased reset security 
Specifications: 

Contact rating: 16A at 400VAC. 

Dimensions (mm): 30 x 32 x 12 

Housing: Glass fiber reinforced nylon 

Circuitry: Change-over, NO, NC 

Temperature range: -20°C to +140°C 
Protection IP40 (enclosure) 

Mounting: Screw mounting 


RoHS 
Compliant 
Available 


Mfg. Part No. Actuator 


Price Each 
1-24+ 


Operating 


Force Stock No. 


SPDT, Quick Connect, Solder 
@ XP52Z11 Overtravel Plunger 


10.80zf 31P7410 3.71 


PIM_142162 


XC SERIES SUBMINIATURE 
SNAP-ACTION BASIC 
SWITCHES 


Features: 

© Wide range of actuating forces 

@ Long mechanical and electrical life 
© Solder terminals 

Specifications: 

© Contact rating: 10A at 250V 


burgess FeLi 


RoHS _ 
Compliant 
Available 


@ Dimensions (mm): 19.9 x 9.5 x 6.4 
@ Housing: Phenolic-melamine, thermosetting y Py 
© Circuitry: Change-over, NO, NC d 
@ Temperature range: -40°C to +85°C 
@ Mechanical life: 5-107 cycles 4 
© Protection enclosure IP40 © Actuator material: Stainless steel 
Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
SPDT, Solder 
@ XCG3-J1-Z1 Lever 2.140zf 08P3895 3.15 
@ XCG3-S1Z1 Roller Lever 2.490zf 12P9466 3.49 
PIM_142163 


V4N SERIES SUBMINIATURE 
SNAP-ACTION BASIC 
SWITCHES 


Features: 

@ Side mounting 

© 2.8 mm faston (quick connect), solder terminals or 
pre-wired 

© Snap-on terminal covers 

Specifications: 

© Dimensions (mm): mfg. part nos. with prefix V4N: 
20x10x6; V4NS: 20x17.5x6.4 

@ Housing Flame-retardant glass-fiber reinforced 
nylon 

@ Mechanism: Snap-action stainless steel coil spring 


burgess § Lace 


ro € ® 
oe Se 


© Circuitry: Change-over, NC or NO 
@ Temperature range: -40°C to +85°C 
@ Protection IP40 


Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-24+ 
SPDT, Quick Connect 
@ V4NT9UL Plunger 5ozf 51P3633 2.24 
SPDT, Solder 
@ V4NST7UL Plunger 9ozf 48M4426 1.66 
SPDT, Wire Leaded 
> CONTINUED > 
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V4N SERIES SUBMINIATURE SNAP-ACTION BASIC SWITCHES (CONT.) 


@ V4NS-UL Plunger 9ozf 51P3632 9.64 
PIM_142164 
XT SERIES DOOR SWITCHES b [& JOHNSON 
Features: 
a srnnn Contact gap, creepage, and air-gaps U (g e ss § ELECTRIC 


© Safe mechanical separation by reset springs 

© Optional insulation accessory and key for maintenance 
purposes 

Specifications: 

Contact rating: 16.5A at 400VAC 

Dimensions (mm): 30 x 32 x 12 

Housing: Glass fiber reinforced polyester 

Temperature range: -20°C to +85°C 

Protection IP40 (enclosure) 

Mounting: Snap-on or screw mounting 


RoHS _ 
Compliant 
Available 


Price Each 
1-24+ 


Operating 
Mfg. Part No. Actuator Force Stock No. 
DPST-NO, Quick Connect, Solder 

@ XTD22AZ1 Plunger 


PIM_142166 


13.6ozf 51P3643 13.65 


D4 SERIES MINIATURE SNAP-ACTION SWITCHES 
Switch body: 0.875 L x 0.406W x 0.625" H (22.23 x 15.88 x 10.31) 


Temperature rating: -40° to +85°C. 
e e ) 


CHERRY@ 
eet 
cA US 


e 
e 

@ Flammability rating: UL94V-0 
@ UL recognized, VDE approved 


Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-24+ 
SPDT, Quick Connect 
@ D41CRILD Hinge Lever 35gf 88F3004 3.30 
SPDT, Quick Connect, Solder 
@ D459-V3RA Roller Lever 100gf 74M1047 247 
PIM_75188 


DB SERIES SUBMINIATURE SNAP-ACTION 
SWITCHES 


© Terminals are brass silver-plated 

© Base, cover and actuator are thermoplastic polyester 

© DB1 and DB2 Series have silver-nickel contacts; DB3 
Series has gold crosspoint contacts 

© Temperature Rating: -40°C to +120°C 

© Pretravel: 0.039 Max. 

© Overtravel: 0.024 Min. on AA Series 

© Operating Force: DB1 and DB3 Series 150 gms Max.; 
DB2 Series 250 gms Max. on AA Series 

@ UL Recognized, CUL Certified, VDE Approved 


CHERRY 


RoHS 
Gee tinoiat 

Available 
cds 
ia) 


Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
SPDT, Quick Connect 
@ DB3CB1LB Hinge Lever 60gf 23H0142 3.80 
SPDT, Solder 
@ DB1C-A1LB Hinge Lever 60gf 0700838 3.45 
@ DB2CA1RC Hinge Roller Lever 95gf 50H7632 3.39 
@ DB3CA1AA Pin Plunger 150gf 08H1209 = 
@ DBICA1AA Pin Plunger 150gf 98B1155 1.02 
@ DBICC1AA Pin Plunger 150gf 98B1156 1.99 
@ DB2C-C1AA Pin Plunger 250gf 24C7162 3.18 
@ DB2CA1AA Pin Plunger 250gf 2800414 3.25 
PIM_75438 
F80 SERIES LINE INTERRUPTS my 
Features: CHERRY ) 
© Snap-in panel mounting RoHS 
@ High over travel Gee tinaian 
© Choice of button barrier or standard housing 5 Available 
Specifications: 
© Temperature Rating: -25°C to +85°C 
@ Flammability Rating: UL94V-0 7 
@ Package Size: 1.570L x 0.685W x 1.075"H ) 
y y ’ $ 
a) 
r\ 
Contact Contact Price Each 
Mfg. Part No. Voltage AC Voltage DC Stock No. 1-9+ 
SPST-NO, 10 A, Quick Connect 
@ F81A-A120 400V | 30V 17B6010 
» CONTINUED » 
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F80 SERIES LINE INTERRUPTS (CONT.) 


Contact Contact Price Each 
Mfg. Part No. Voltage AC Voltage DC Stock No. 1-9+ 
SPST-NO, 16 A, Quick Connect, Solder 
@ F82A-B120 250V 30V 52F9244 9.68 
PIM_75283 


E SERIES PANEL MOUNT PUSHBUTTON 
SWITCHES 


CHERRY® 
@ Applications: Door and drawer light/interlock switch, test 


function switch, EDP and business machine start switch, ( mY US 
photocopy machines 
@ Panel mount . ( @ 


@ SPDT or DPDT RoHS 
© 0.187” (4.75) quick-connect terminals Tey Geeeinpian 
M Available 


© (On) = Momentary action 2 Rey 
E68 series is 0.1A, 125VAC with gold crosspoint contacts. x Spt 
E69 series is 10 amps, 125/250VAC, 1/3HP. Both series . ay 
1.01L x 0.540W x 1.05"H (25.65 x 13.72 x 26.67). E79 series 8s 
panel mount, rating: 10 amps, 125/250VAC, 1/3HP. 1.24L x 

0.540W x 1.05"H (31.50 x 13.72 x 26.67). UL recognized, CSA 

certified, VDE versions available. 


SWITCHES & SENSORS 
SWITCHES — SNAP-ACTION 


E72 SERIES WEATHERPROOF SNAP-ACTION SWITCHES (CONT.) 


Weatherproof switches with 10” leads. Silver alloy contacts. Stainless steel actuator. E73 series gold 
crosspoint versions for low-energy applications also available; go online or call. 
Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ 

Wire Leaded 

@ 0E7240HT Leaf Lever 67gf 31€9477 23.08 

@ 0E7240AT Plunger 300gf 04M4652 17.06 

@ 0E7240KT Roller Lever 75gf 04M4654 23.37 
PIM_5099 


E13, £14, E19, AND E20 SERIES GENERAL 
PURPOSE SNAP ACTION SWITCHES 


CHERRY® 


RoHS 
Compliant 
Available 


0E1300H0 Hinge Lever 


Switch Contact Price Each 
Mfg. Part No. Operation Voltage AC Stock No. 1-9+ azan0Ghn Pe Pliner 
DPDT, 10 A, Quick Connect, Momentary 7 
@ 0E7930A0 On 250V 29F2923 12.26 
DPDT, 10 A, Quick Connect, Solder, Basic Momentary 0E1300K0 Roller Lever 
@ 0E7900A0 On 250V 94F6219 10.99 @ Silver cadmium oxide contacts @ £20 rated 20A 125/250VAC 
DPDT, 10 A, Quick Connect, Solder, Short Button Momentary @ E13/E19 rated 15A 125/250VAC © Temperature rating to 105°C standard 
© E14 rated 25A 125/250VAC 
@ 0E7940A0 On 250V 84F508 14.28 Price Each 
SPDT, 100 mA, Quick Connect, Basic Momentary iia: Part ‘Actiisi es Graney ae 
© 0E68-00A0 On 725V 94F3230 Ne; g. al o. ctuator ‘orce ‘ock No. - 
f DPDT, Quick Connect 
SPST ne Sale ead, Nomenay @ 0E1950HO Hinge Lever 130 29F 2884 
@ 0E6830A0 On 125V 84F507 7.14 : 7 : Woes 
= ; @ 0E1900HO Hinge Lever 205g) 29F 2882 12.64 
SPDT, 10 A, Quick Connect, Solder, Basic Momentary 0F0E0K0 Gincel Aver 312 O4F1285 
—— sa al sree see e E2000K0 ae Lever 253 78B2127 ene 
SPDT, 10 A, Quick Connect, Solder, Short Button Momentary : 9 g = 
@ 0E2000A0 Pin Plunger 1.28kgf 94F388 15.67 
@ 0E6940A0 On 250V 84F1105 6.38 : 
@ 0E1900A0 Pin Plunger 850g 29F2881 5.73 
Seon eee ney @ 0E19-50KO Roller Lever 150 74M0408 1 
@ 0E6930A0 On 250V 30M8004 5.90 = 9 2.74 
@ 0E1900K0 Roller Lever 212g 84F509 13.41 
PINE @ 0E2000M0 Spring Plunger 7.28kgf 9831412 10.86 
@ 0E19-00J0 Spring Plunger 850g 50F7473 = 
GP SERIES HEAVY-DUTY SNAP-ACTION CHERRY & DPDT, Quick Connect, Solder 
SWITCHES [ oe @ 0E1900M0 Spring Plunger 850g 29F 2883 11.25 
RoHS _ SPDT, Quick Connect 
Compliant 7 
Available @ 0E1350H0 Hinge Lever 65gf 94F6205 = 
A” \Y 7 @ 0E1300HO Hinge Lever 100g 29F 2876 4.57 
@ 0E1450HO Hinge Lever 170g 03H8449 5.14 
@ 0E1300K0 Roller Lever 100g 29F2878 6.69 
@ 0E1400K0 Roller Lever 285g 33C3674 751 
GP Series A 
Ss Pl 850 85C0862 
Features: © Pre-travel distances as small as .016” be 0&1400M0 a g Gee 
© Current switching up to 20A © SPDT, GPTC rated to 15A at 250VAC SPDT, Quick Connect, Solder 
© Ideal for factory automation, elevators © GPTB rated to 20A at 125VAC @ 0E1300E0 Pin Plunger 425g 29F2875 4.76 
Specifications: © Temperature range: -20°C to +85°C Spring Pl 425 29F 2877 
@ Rugged phenolic case @ All versions: L = 1.97"; W = 0.687" SOE TSO al Lied a DES 
© Beryllium copper alloy spring © Figures 2, 3,10, 12: H = 1.047”; All Others: H SPDT, Screw 
® Stainless steel actuator = 0.84" @ 0E1300M0 Spring Plunger 425g 29F2879 8.06 
Operating |PriceEach  —pim_s082 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
Screw 
SEALED SUB-MINIATURE SNAP-ACTION a 
@ GPTCLS11 Leaf Lever 2.40zf 04M4527 4.29 SWITCHES CHERRY 2 
@ GPTCRS11 Roller Lever 3.50zf 04M4535 9.85 is 
@ GPTCRM11 Roller Lever 5.6ozf 01/1626 9.85 am Geesinpian 
tl 
@ GPTCRH11 Roller Plunger 12.30zf 04M4532 16.67 A ‘° 
© GPTCNHTI Spring Plunger 12.3024 04Mia534 13.29 s= AG 
PIM_74288 


E72 SERIES WEATHERPROOF SNAP-ACTION 
SWITCHES 


CHERRY® 


RoHS _ 

Compliant 

Available 
CAlis 


0.890 
(22.61) 


@ Rated 10.1A, 1/4HP, 125/250VAC © Temperature range: -40°C to +85°C. 


> CONTINUED > 
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Hinge Lever 


Roller Lever 


G28) 
© Dust and Waterproof in Accordance with IP67 Leads 
© Temperature Rating: -40°C to +120°C w/o Wire © Overtravel: AA suffix: 0.02”, LB & RB suffix: 0.06” 


DC series subminiature SPDT switches have long life stainless steel. Thermoplastic case and cover. Available 
in three current ratings: DC1 5A, DC2 10.1A and DC3 0.1A. UL recognized, CSA certified. Go online or call for 
information on bulk purchase price breaks. 


> CONTINUED > 
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SWITCHES & SENSORS 


SWITCHES — SNAP-ACTION 


SEALED SUB-MINIATURE SNAP-ACTION SWITCHES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MICRO SWITCH™ V-BASIC STANDARD V15 SERIES SNAP-ACTION 


Operating Price Each SWITCHES (CONT.) 
Mfg. Part No. Actuator Force Stock No. 1-9+ Operating Price Each 
SPDT, Quick Connect, Solder Mfg. Part No. Actuator Force Stock No. 1-9+ 
@ DC3CA1LB Hinge Lever 80N 46F5545 2s SPDT, Quick Connect, Rated current: 16 A (16 A) 
@ DCICA1AA Pin Plunger 200N 46F5540 7.00 @ V15T16-CZ100A03-K Hinge Lever 100g) 01N5062 3.89 
@ DC3CA1AA Pin Plunger 200N 46F5542 6.59 @ V15T16-CZ300A02-K Hinge Lever 300g 01N5066 = 
SPDT, Solder @ V15T16-CZ300A03-K Hinge Lever 300g 01N5067 5.77 
@ DC1C-A1LB Hinge Lever 80N 46F5543 6.83 @ V15H16-CZ100-K Pin Plunger 100g) 01N5044 = 
@ DC2C-A1LB Hinge Lever 150N 46F5544 7.65 @ V15T16-CZ100-K Pin Plunger 100g) 01N5060 shi) 
@ DC2C-A1AA Pin Plunger 340N 90B5088 6.60 @ V15T16-CZ300-K Pin Plunger 300g 01N5065 — 
@ DCICA1RB Roller Lever 9ON 95F9728 7.09 @ V15H16-CZ100A06-K Roller Lever 100g 01N5048 = 
@ DC2CA1RB Roller Lever 160N 95F9730 8.35 @ V15T16-CZ100A05-K Roller Lever 100g) 01N5063 5.85 
PIM_5016 @ V15T16-CZ100A06-K Roller Lever 100g 01N5064 — 
@ V15T16-CZ300A06-K Roller Lever 300gi 01N5069 6.05 
V15W SERIES WATERTIGHT MINIATURE BASIC = Higneaywell SPDT, Quick Connect, Rated current: 22 A (22 A) 
SWITCHES yw @ V15H22-CZ100A03-K Hinge Lever 30gf O1N5051 2.01 
© Contact configuration: SPDT - RoHS _ @ V15H22-CZ100A02-K Hinge Lever 100g 01N5050 1.46 
© Operating speed:.01mm to 1m/s (at plunger) Piz] oo omit © V15H22-C7100A05-K ROIeF Lever 1009 O1N5052 ae 
Se ea = &3 © V15H22-C7100A06-K Roller Lever 100g O1N5053 = 
© Voltage rating: 125/250VAC, 30 or 48VDC @) () = 
© Operating force: 200g SPST-NC, Quick Connect, Rated current: 16 A (16 A) 
° Ha rating: -40°C to 85°C [-40°F to Zee @ V'15T16-CC300A01-K Hinge Lever 300g 01N5058 = 
@ Insulation resistance: 100MOhm min. at 500VDC @ V15T16-CC100-K iy Plunger 100g GIND052 Sas 
© Terminals: 4.8mm x 0.8mm or 4.8mm x 0.5mm @ V15T16-CC300-K Pin Plunger 300g 01N5057 1.59 
. bitaeeal bes sas geteanraias @ V15T16-CC100A05-K Roller Lever 100g O1N5056 3.62 
eee © V15T16-CC300A05-K Roller Lever 300g O1N5059 1.59 
Operating Price Each PIM_114885 
Mfg. Part No. Actuator Force Stock No. 1-4+ 
SPDT, Quick Connect, Solder, Rated current: 0.1A MICRO SWITCH™ PREMIUM LARGE SNAP-ACTION Honeywell 
V15W-DZ200A06-AW1 Long Roller Lever 200gf 6513235 10.41 MN SERIES BASIC SWITCHES 
V15W-DZ200A02-AW1 Straight Lever 200gf 6573231 10.08 Features: RoHS 
SPDT Quick C Solder. Rated - BA Z © Accepted as the worldwide standard pompiant 
Quick Connect, Solder, Rated current: © Low operating force and differential travel 
V15W-DZ200A02-W2 Straight Lever 200gf 6573232 9.06 © Variety of actuator configurations 
PIM. 197704 © |deal for use in limit or control mechanisms 
- Specifications: 
@ DPDT-DB (double-break) 
WS SERIES SNAP ACTION BASIC = ; at eae nee @ Mechanical life to 10,000,000 cycles 
® in plunger actuator ,000, 
SWITCHES (>> E*SWITCH® pict handling capacity of (HP @ 240VAC © Arc resistant plastic 
@ Plunger or lever actuator options wW @ Screw termination 
@ Multiple termination options - 
@ |P67 rated Operating Price Each 
= Mfg. Part No. Actuator Force Stock No. 1-4+ 
Operating Price Each DEDT : 
Mfg. Part No. Actuator Force Stock No. 1-99+ 1 Screw 
SPDT. Solder @ 3MN6 Pin Plunger tozf 23F2001 166.85 
WS0850101F050SA Lever 70gf 11AC0363 1.68 © 3MNi Pin Plunger 200zi 23F4126 113.36 
WS0850100F070SA Pin Plunger 70gf 11AC0360 0.55 © 2MN1 Pin Plunger 24ozt 53K5929 231.47 
SPDT, Through Hole PIM_80246 
WS0850101FOSOPA Lever 70gf 11AC0362 1.65 
WS0850100F070PA Pin Plunger 70gf 11AC0359 1.20 MICROSWITCH™ STANDARD MINIATURE AND H oneywell 
SPDT, Wire Leaded SUBMINIATURE SNAP-ACTION ZM, ZX, ZW SERIES 
WS0850101FO50WA Lever 70gf 11AC0364 2.50 BASIC SWITCHES =n 
Pin Pl 70gf 11AC0361 Features: . RoHS 
WSOBSDTODROAOWA — g 228 @ Small, Size with Power Duty or Low Energy Power Compliant 
PIM_5731629 Available 


MICRO SWITCH™ V-BASIC STANDARD V15 SERIES 


SNAP-ACTION SWITCHES 


> 


Pin Plunger 
Features: 
® Suitable for most applications 


© Matches product performance to customer design 


expectations 
@ Unique push-in terminal option 


@ Rating: 0.1A, 16A, 22A and 26A 


Pin Plunger 


Honeywell 


Compliant 
Available 


Simulated Roller Lever 


Specifications: 


chines, vending machines 


@ Insulation resistance: less than 100mQ 


® Dielectric strength: 1000VAC (50/60Hz) 


available 


© Operating frequency: 1200ps per minute 
© Temperature rating: T in mfg. part no.=125°C, H in 


© Accurate repeatability and long life at great value mfg. part no.= 150°C 
© |deal for use with: HVAC, office business ma- 
Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
SPDT, Quick Connect, Rated current: (26 A) 
@ V15T26-CZ300-K Pin Plunger 300gf 01N5070 4.42 
SPDT, Quick Connect, Rated current: 16 A (16 A) 
@ V15H16-CZ100A02-K Hinge Lever 100gf 01N5045 10 
@ V15H16-CZ100A03-K Hinge Lever 100gf 01N5046 1.82 
@ V15T16-CZ100A02-K Hinge Lever 100gf 01N5061 Es 
> CONTINUED > 


Ratings 
@ Similar Size and Mounting as SX & SM Series 
© Variety of Termination and Lever Options 
Applications: 
@ Vending machines 
® Communication equipment 
@ HVAC equipment 
Specifications: 


WG 


® 


© Termination: Solder or PC mount 
© Contact rating: 0.1A or 3A at 125VAC © 2X contact rating: up to 3A at 125 VAC 
© Operating temperature: -25°C to +85°C © ZM/ZV contact rating: up to 10A at 125 VAC 
Operating Price Each 

Mfg. Part No. Actuator Force Stock No. 1-9+ 
SPDT, Quick Connect 
@ ZX10E10C01 Leaf Lever 1.7oz! 35C2236 2.25 
@ ZX40E10C01 Leaf Lever 1.7oz1 05M2206 1.78 
@ ZX10C10A01 Pin Plunger 3.17ozf 86C1709 2.05 
@ ZW10E70FD1 Roller Lever 2ozf 71J8984 = 
@ ZM10B70E01 Simulated Roller Lever 0.602! 86C1663 2.26 
SPDT, Solder 
@ ZM10B10A01 Pin Plunger 2.12ozf 86C1660 1.67 
@ ZM90G20F01 Roller Lever 2.12021 86C1690 3.68 
@ ZM50E10E01 Simulated Roller Lever 1.230zz 05M2164 2.66 
@ ZX40E10E01 Simulated Roller Lever 1.940zz 05M2207 1.89 
@ ZMS50E10C01 Straight Lever 1.16ozf 05M2163 2.75 
SPDT, Through Hole 
@ ZM90G20A01 Pin Plunger 8.780zf 05M2166 2.25 
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SWITCHES & SENSORS 
SWITCHES — SNAP-ACTION 


MICROSWITCH™ STANDARD MINIATURE AND SUBMINIATURE SNAP- MICRO SWITCH™ AUXILIARY ACTUATORS FOR Be Honeywell 
ACTION ZM, ZX, ZW SERIES BASIC SWITCHES (CONT.) SM AND SX STYLE BASIC SWITCHES Available Sensing and Control 
Operatin g Price Each See ee 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
SPDT, Wire Leaded ~ 
@ ZW10E90FW1 Roller Lever 2.290zf 86C1708 14.27 
@ ZW50F90AW1 Simulated Roller Lever 3.350zf 16M4261 10.66 
For Use pesiceleachy Straight Leaf Simulated Roller Leaf 
Mfg. Part No. Description With Stock No. 1-1-4+ 
@ JE-13 Roller Lever Actuator | Honeywell SE Series Microswitches | 7309882 21.01 ; : . 2 Rote eet . . . = 
Provide basic switches (not included) with an easier means of operation and adjustment. Auxiliary actuators 
PIM_69585 adapt switches to different operating motions by supplying supplemental overtravel. Mounting hardware 
included. 
™ J Price Each 
Baan oMCaEs DeSERIES FON er Mount Honeywell Mfg. Part No. Description Stock No. 1-9+ 
RoHS @JS-2 SM Series - Straight Leaf 23F4053 9.31 
Gee sinoiat @JS-5 SM Series - Bronze Roller Leaf 23F4054 12.60 
Al a) @ JS-220 SM Series - Straight Lever 23F4059 10.36 
@JS-7 SM Series - Simulated Roller Leaf 23F4750 12.43 
@ JX-20 SX Series - Straight Lever 23F4773 10.76 
@ JX-25 SX Series - Roller Lever 23F4774 20.12 
@ JX-44 SX Series - Hinge Lever 23F4777 5.97 
== @ JX-45 SX Series - Roller Leaf 23F4779 13.58 
—_ — = Pull-to-Cheat @ JX-40 SX Series - Straight Leaf 94F5337 6.98 
Bullet Bullet PIM_4918 
e Momentary action @ Snap-in mounting 
© Gold Contac AVA MICRO SWITCH™ PREMIUM SM SERIES Honewell 
Switches have integral operating plungers and may be used in manual and door applications. 16A versions SUBMINIATURE BASIC SWITCHES yw 
available; go online or call Hacataa ae a 7 “ >. Sepia 
Opersiilig Price Each : eth s miniature switch precision Available 
Mfg. Part No. Actuator Force Stock No. 1-4+ © Small size, lightweight A @ 
DPDT, Quick Connect © Covered case construction with molded-in 
@ 20409 Finger Grip Plunger 6.67N 05M2521 28.73 terminals _ 
@ For aerospace and valve control applications 
DPDT, Quick Connect, Solder Specifications: 
@2DM1 Pin Plunger 24ozf 05M2519 26.41 © Circuitry: SPDT 
@ 2DM4 Pin Plunger 6.67N 05™M2520 26.78 ° Operating temperature: -65°F to +250°F 
- @ Wear-resistant phenolic base and cover 
SPDT, Quick Connect © Contacts: silver, gold 
@ 1DM435 Finger Grip Plunger 15ozf 39B3287 10.03 @ Mechanical life 10 million cycles 
@ 1DM57 Pin Plunger 15ozf 05M2271 13.49 Pin Plunger 
@ 1DM79 Pin Plunger 4.17N 39B3293 = Operating Price Each 
SPDT, Quick Connect, Solder Mfg. Part No. Actuator Force Stock No. 1-4+ 
@ 1DM437 Finger Grip Plunger 4.17N 39B3288 22.78 4PDT, Solder 
PIM_4927 @ 41TB5-3 Pin Plunger 10N 88F5522 = 
DPDT 
7 
MICROSWITCH™ SNAP ACTION SEALEDSEXE Higmewwelll cuacconea — — ees 
SERIES BASIC SWITCHES yw ee 
@ 11SM244-H4 Pin Plunger 5oz! 96B4125 13.21 
Pw SPDT, Quick Connect 
a fe @ 11SM601-H4 Pin Plunger 50z 23F2106 2.85 
“ } @ 11SM23-H4 Pin Plunger 50z 91B9462 = 
" @ 11SM608-H4 Pin Plunger 1.39N 25C0192 BG 
@ 311SM68-H4 Roller Lever 0.39N 39B7558 15.80 
@ 311SM6-H58 Roller Lever 40g) 97B9230 7.84 
@ 311SM605-H4 Simulated Roller Lever 30g 1801070 9.43 
@ 311SM4-H58 Simulated Roller Lever 40g) 39B7546 = 
SE XE SPDT, Quick Connect, Solder 
Features: Specifications: @ 311SM3-H58 Hinge Lever 159) 98F4949 7.11 
@ Epoxy potted in corrosion-resistant aluminum © SE switches include an SM basic switch @ 311SM2-H58 Leaf Lever 30g) 23F2288 18.12 
housing to seal precision switch contacts from @ XE switches include the smaller SX basic switch SPDT, Solder 
contamination © Mfg. part nos. with “T” suffix have solder terminals 7 
© Watertight seal per enclosure design symbol 3 © Mfg. part nos. with out suffix have 1’ wire leads @ 111SM1 Leaf Lever Toz! 73K2466 19.66 
@ Pin plunger actuator © Contacts: silver gold, bifurcated gold @ 111SM1-T Leaf Lever Toz 73K2467 18.50 
® Qualified to MIL-S-8805 @ 111SM1-T2 Leaf Lever Toz! 50B5569 19.47 
Operating | Price Each © 311SM3-T Leaf Lever 15g 73K2488 16.31 
Mfg. Part No. Actuator Force Stock No. 1-4+ © 311SM2-T Leaf Lever 30g 23F2289 15.35 
SPDT cower : @ 311SM1-T Leaf Lever 40g 23F4375 17.45 
ASEIT Pin Plunger _ LAL) 128 ie © 311SM23-T Leaf Lever 40g 73K4053 14.16 
IXELL fin Plunget ifos BAD Tif) @ 311SM3 Long Lever 0.15N 73K2487 14.70 
SPDT, Wire Leaded Tensmiag——SS~=é«d~SCi‘i«é‘«‘éi IM Phnger”=CO*é‘*]S*S*«éRSSSC*Y:CSt*«SAO. «Sd: 
a Fin Plunger lise EAS UO @ 11SM401-T Pin Plunger 3.50zh 73K2465 19.73 
1SE1-3 Fin Plunger 17oz 23F1875 171.16 @1sM1 Pin Plunger Boz 73K2460 16.35 
Soe Pin Plunger ‘oz Ts) = @ 11SM1-T Pin Plunger 50z 70M5315 14.15 
1XE1 , Pin Plunger 17ozi 23F1909 210.20 18M Pin Plunger 507 23F4086 18.23 
SPS TENG, Wire Lenten __ @ 118M23-T Pin Plunger 50z 73K2463 = 
see eynet ioe 2shIB28 look @ 11SM1-12 Pin Plunger 50z 73K2462 10.73 
ISESS Fin lunge Tod 2s1878 aa © 11SM3-T Pin Plunger 5oz 05M2286 9.96 
PIM_4920 @ 1SM1-T Pin Plunger 5oz 20M8581 15.97 
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SWITCHES & SENSORS @ Indicates RoHS Compliant 4] Find Datasheets Online 
SWITCHES — SNAP-ACTION 


MICRO SWITCH™ PREMIUM SM SERIES SUBMINIATURE BASIC MICRO SWITCH™ V-BASIC PREMIUM BASIC Hone ell 
SWITCHES (cONT,) SWITCHES V7 SERIES SNAP-ACTION yw 
: i Features: RoHS 
Operating HeneelEschd © Reliability and accuracy Gee einoiat 
Mfg. Part No. Actuator Force Stock No. 1-4+ © Industry-standard footprint Available 
SPDT, Solder © 100K operations at full load minimum AY G 
11SM244 Pin Plunger 5ozi 23F2102 15.90 e li oo medical/dental equip- 
a5 ment, test instruments 
@ 11SM3 in unger 50z! 23F2095 10.42 Specifications: 
@ 12SM4-T Pin Plunger $02z1 23F2142 26.90 © Circuitry: SPDT 
@ 1SM3-T Pin Plunger 5ozi 23F1884 13.45 © Operating temperature: -40°C to 85°C standard e ee eas denotes 0.187” x 0.020” quick-connect 
‘i and up to 150°C available lermination 
@ 22SM22-T Pin Plunger 5ozi 23F2189 12.60 © Physically interchangeable with V3 series minia- - @ E9 suffix denotes 0.250" x 0.032" quick-connect 
@ 12SM604-T Pin Plunger 5oz! 8603586 26.70 ture basic switches; ordered separately termination 
@ 411SM1 Pin Plunger 7.5ozf 73K2507 25.92 . te brane ee ee sia ° ~ onan eo al te see 
- © 0.114” (2.90mm) mounting holes + 0.122” (3.4mm igh -current (to 20 amps), ani approve 
@ 11SM1077-T Pin Plunger 1.39N 90B7749 14.03 holes and CE compliant versions; go online or call 
@ 11SM23-H2 Pin Plunger 1.39N 91B6128 21.59 Price Each 
: i rice Eac! 
SAI SMi] Pin Plunger 56g eshzt0g ss Mfg. Part No. Actuator Pes Stock No. 1-9+ 
@ (SMS Plunger Boe 2371883 ee nt oeal SPDT, Quick Connect, 21 A(16 A) @ 125 Vac 
141SM2-T2 Roller Lever ih 39B5174 19.11 @ V7-1V19E9-048 Hinge Lever 559 3962859 749 
one pole Leva fod LOMSSI6 IES | AIST6S @ V7-1V19E9 Pin Plunger 1.72N 50B5552 9.48 
@ 111SM2 Roller Lever Tozi 73K2468 20.32 SPDT, Quick Connect, No rating 
SiSMes = et neve ay saan sled @ V7-7H15D8-263-1 Simulated Roller Lever 40z 26R1427 = 
ede = sis 56 PaKonG eal SPDT, Quick Connect, Rated current: 0.1A @ 125 Vac 
SatSMel eee 9 1668) © V7-381708-048 Hinge Lever 0.16N 50F5100 6.13 
SO: S1SMGs Roller Lever 40g usk2se2 ASS @ V7-3817D8-022 Hinge Lever 30g 50F5099 558 
SSiISMGET Rolle! Lever 40g OsM2826 22500) @ V7-1S17D8-022 Leaf Lever 85g 3982843 6.38 
@ 311SM6 Roller Lever 40g 39B7553 16.84 @ V7-2817D8-022 Long Lever 0.44N 50F5079 6.99 
@ 311SM5-T Simulated Roller Lever 30g 73K2490 10.80 evrssi7e9 | PinPlunger «|. 7oet— «YS 0FS121 | 1.05 
@ 311SM4-T Simulated Roller Lever 40g 73K2489 16.33 @V7-1817D8 Pin Plunger 150gf 3982842 aoe 
SeloMi0e Straight Lever Sat TOKS2B2 E2815 © V7-281708-201 Roller Lever 90g 50F5080 8.87 
SPDT, Through Hole sat 5 "ER @ V7-1817D8-201 Roller Lever 170gf 39B2846 6.99 
SME peer ia | 13:35 SPDT, Quick Connect, Rated current: 10A @ 125 Vac 
ae © V7-3E17E9-022 Hinge Lever 30g 50F5094 4.82 
@ V7-3E17E9 Pin Plunger 50g §0F5111 ane 
MICRO SWITCH™ DT SERIES PREMIUM LARGE H ne @ V7-3E19E9 Pin Plunger 50g 86C1364 5.14 
SNAP-ACTION BASIC SWITCHES o ) ell @ V7-3E19E9-263 Simulated Roller Lever 33g 8601365 440 
« Gop tinaian @ V7-3E17D8-148 Straight Lever 8gf 2149486 6.16 
Available SPDT, Quick Connect, Rated current: 11A @ 125 Vac 
A G @ V7-2B17D8-165-1 Hinge Lever Ogf 718881 297 
@ V7-2B17D8-162 Hinge Lever 10g 39B2900 7.60 
Straight Lever @ V7-1B17D8-048-S Hinge Lever 50g 39B2767 8.91 
: ees rear © V7-6819E9-022 Hinge Lever 215gf 7307189 6.02 
eatures: operated devices, medical/dental equipment, test 
@ Two independent single-pole double-throw circuits instruments, timing devices, valves © V7-2B17D8-048_ | beaflever | 2N | SOFS135 | 5.74 
in one housing Specifications: @ V7-2B17D8-022 Leaf Lever 41gi 50F5134 5.72 
© Same size as the MICRO SWITCH™ BZ Series, ® Circuitry: DPDT @ V7-1B17D8-048 Leaf Lever 50g) 39B2766 6.02 
but with two circuits © Termination: screw 
@ Enhance mechanical life up to 20 million cycles Voltage: 125VAC, 250VAC, 28VDC © V7-6819D8-057 Leaf Lever 5g 8601379 8.44 
© Low operating force and differential travel © Contacts: silver @ V7-1B17D8-022 Leaf Lever 82g 91B8366 5.50 
@ Variety actuator configurations © Operating temperature: -55°C to 85°C @ V7-7B19E9 Pin Plunger 80z 39B3026 3.40 
© Ideal for use in HVAC, irrigation systems, manually © V7-6B19D8 Pin Plunger Todt 3982909 a 
er ‘i 7 ae coe @ V7-7B1708 Pin Plunger 2.22N 86C1386 5.14 
EDT art No. ctuator ‘orce tock No. d+ @ V72B17E9 Pin Plunger 759 8601353 cpl 
screw @V7-1B1708 Pin Plunger 150gf 39B2765 491 
@ DT-2R4-B6 Pin Plunger 5.56N 04M8782 pag 
@ V7-1B10E9-207 Roller Lever 0.83N 93B0263 479 
@ DT-2R4-A7 Pin Plunger 5.56N 92B1420 eas 
= @ V7-7B19D8-263 Simulated Roller Lever 5oz! 39B3023 6.04 
@ DT-2R711-A7 Pin Plunger 5.56N 98F9953 =e 
@ V7-1B17D8-263 Simulated Roller Lever 90g) 39B2770 5.50 
@ DT-2RV239-A7 Roller Lever 2.64N 38B4893 es - 
@ DT-2RV216-A7 Roller Lever TAN 96B5444 365 57 @ V7-1B17D8-122 Straight Lever 43g) 26R1423 6.48 
- - = SPDT, Quick Connect, Rated current: 15.1A @ 125 Vac 
@ DT-2RV3-B6 Straight Lever 1.95N 38B4894 276.61 - 
@ V7-6C17D8-057 Hinge Lever 4ozi 39B3002 6.02 
@ DT-2RV49-B6 Straight Lever 3.97N 85C7004 273.66 7 
F @ V7-1C17D8-048 Hinge Lever 0.44N 50F5160 6.08 
DPDT, Screw, 26,2 mm [1.03 in] roller lever (SST roller) 
@ V7-1C17D8-002 Leaf Lever 1.57N 50F5158 6.13 
@ DT-2RV22-A7 Roller Lever 3.89N 73K2384 250.66 
7 @ V7-1C17D844-429 Lever 130g 78H2156 16.38 
DPDT, Screw, 30,2 mm [1.19 in] reversed roller lever (SST roller) 
@ DT-2RV212-A7 R r 4417N 73K2383 @ V7-6C18D8-048 Long Lever 1.39N 3005402 6.12 
ODT ARVADA? __|_Roler' ver _|_400 | L2H“ v7-801308-132 Long Lever 93gF 7438892 4.95 
DPDT, Screw, 48,22 [1.9 in] reversed roller lever (SST roller) = 
@ V7-6C17D8 Pin Plunger 14ozi 39B3001 5.19 
@ DT-2RV23-A7 Roller Lever 2.64N 73K2385 251.34 oo oom” e=®_e 
: a @ V7-1C17E9 Pin Plunger 150g 50F5146 5.33 
DPDT, Screw, Pin plunger, MILPRF-8805 applications = 
DT-2R-A7 Pin Plunger 2.78N 23F4046 198.25 evrscie | Fin Plunger] 10g___— (ESOS 1S AON 
DPDT S Straight | : : @ V7-1C017D844 Pin Plunger 150g} 54H4037 9.93 
, Screw, Straight lever 
~ - Roller L 1.72N 50F5161 
@ DT-2RV-AT Straight Lever TIN 73K2381 373.68 SNACMDE ZO jolly, Paver 6.38 
= 7 @ V7-1C13D8-201 Roller Lever 175g) 45H3039 11.40 
DPDT, Screw, Straight lever, reversed lever position : 
© DT-2RV3-A7 Straight Lever 1.95N 23F4049 eae 126208 lula one LEVe oe ao 3002 acy 
- - : - 245125) @ V7-1C17D8-263 Simulated Roller Lever 0.89N 50F5163 2.44 
Dieta: @ V7-1C17D8-294 Simulated Roller Lever 0.89N 9708698 6.42 
SPDT, Quick Connect, Rated current: 15A @ 125 Vac 
Price Each @ V7-9W1AE9-048 Leaf Lever 90gf 39B3038 13.47 
Mfg. Part No. Description Stock No. 1-9+ SPDT, Quick Connect, Rated current: 1A @ 125 Vac 
@ JX10131 Insulator 0108516 2.20 @ V7-1D10D8 Pin Plunger 150gf 8601325 7.57 
PIM_5583192 @ V7-7D17D8-207 Roller Lever 5ozf 39B3030 7.52 


> CONTINUED > 
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SWITCHES & SENSORS 


SWITCHES — SNAP-ACTION 


MICRO SWITCH™ V-BASIC PREMIUM BASIC SWITCHES V7 SERIES SNAP- MICRO SWITCH™ V3 SERIES SNAP-ACTION BASIC SWITCHES (CONT.) 


ACTION (CONT.) Operating Price Each 
Operating Price Each Mfg. Part No. Actuator Force Stock No. 1-4+ 
Mfg. Part No. Actuator Force Stock No. 1-9+ SPDT, Solder, .067” hole in terminals 
SPDT, Quick Connect, Rated current: 3A @ 125 Vac @ V3-15 Pin Plunger 14ozf 23F1751 12.14 
@ V7-5F17D8-289 Simulated Roller Lever 8gf 26R1425 7.05 @ V3L-3339 Roller Lever 150gf 39B2533 16.47 
@ V7-5F17D8-336 Straight Lever 2.39f 90B2676 8.81 @ V3L-3296 Straight Lever 88gf 39B2526 15.00 
SPDT, Quick Connect, Rated current: 5A @ 125 Vac SPDT, Solder, .089” hole in terminals 
@ V7-1A17D8-048 Leaf Lever 46gf 39B2744 6.02 @ V3-119 Pin Plunger 80zf 23F1761 13.87 
@ V7-1A17D8-057 Long Lever 38gf 39B2745 8.44 @V3-19 Pin Plunger 14ozf 23F1752 13.85 
@ V7-9W1AE9-022 Long Lever 162gf 7138899 8.21 @ V3-19M Pin Plunger 14ozf 94B7347 19.22 
@ V7-3A17D8 Pin Plunger 0.49N 39B2934 2.24 @ V3L-22 Roller Lever 14ozf 39B2460 34.38 
@ V7-1A17D8 Pin Plunger 150gf 26R1422 5.14 PIM_4872 
@ V7-2A17D8-207 Roller Lever 0.42N 50F5070 6.09 
SPDT, Quick Connect, Solder, Rated current: 0.1A @ 125 Vac LICON 11 SERIES MINIATURE SWITCHES . 
@ V7-1S17D8-263 Simulated Roller Lever 0.88N 39B2848 8.06 © SPDT-DB N.O. (Form X) srw Switches 
SPDT, Quick Connect, Solder, Rated current: 10A @ 125 Vac e Contacts: silver _ SENSORS, SWITCHES, ELECTRONIC CONTROLS 
© V7-3E1708 Pin Plunger 0.49N 50F5109 441 a rhe tire aa Sees 7 
SPDT, Quick Connect, Solder, Rated current: 11A @ 125 Vac © Pretravel 0.050” (1.27) max. Available 
@ V7-1B19D8-022 Leaf Lever 0.8N 39B2773 5:25 e Overtravel 0.015” (0.38) min. ~ AL 7) 
@ V7-2B17D8 Pin Plunger 0.74N 50F5132 4.18 e oe force: 8 + 3 oz. Release force: 4 . 
@ V7-7B17D8-201 Roller Lever 2.78N 39B3019 6.08 e@uL recognized, CSA certified 
@ V7-2B17D8-207 Roller Lever 45qf 50F5137 5.85 © Mfg. part no. 11-504 same as mfg. part no. 
© V7-1817D8-207 Roller Lever B5gf 3982769 5.61 F La nN Onr cart sr (1.1) 
@ V7-2B17D8-201 Roller Lever 88gf 50F5136 5.80 41-504 
SPDT, Quick Connect, Solder, Rated current: 15.1A @ 125 Vac Operating Price Each 
@ V7-6C18D8-002 Leaf Lever 4.05N 8601383 5.73 Mfg. Part No. Actuator Force Stock No. 1-94 
@ V7-1C17D8-207 Roller Lever 0.88N 50F5162 5.38 SPDT, End solder 
SPDT, Quick Connect, Solder, Rated current: 25A @ 125 Vac @ 11-104 Pin Plunger 8ozf 23F161 25.60 
@ V7-1Z19E9 Pin Plunger 2.21N 39B2883 8.27 SPDT, Quick Connect 
SPDT, Quick Connect, Solder, Rated current: 3A @ 125 Vac @ 11-504 Pin Plunger 8ozf 61F1830 22.62 
@ V7-5F17D8 Pin Plunger 0.15N 8601377 5.70 SPDT, Side Solder 
SPST-NC, Quick Connect, Rated current: 11A @ 125 Vac @ 11-304 Pin Plunger 8ozf 23F163 25.05 
@ V7-1B37D8 Pin Plunger 150gf 39B2785 3.26 PIM_5133 
SPST-NC, Quick Connect, Rated current: 15.1A @ 125 Vac 
@ V7-1C37D8 Pin Plunger 150gf 96B0546 3.97 
SPST-NO, Quick Connect, 21 A (16 A) @ 125 Vac [Price Each 
@ V7-1V29E9 Pin Plunger 175gf 3982867 382 ___Mfg.PartNo. | Description | StockNo. | 1-9 
ri : : @ 71-1040 Roller Lever Actuator, 3.5 ozf 23F168 21.70 
SPST-NO, Quick Connect, No rating 
- @ 71-2010 Overtravel Actuator, 8 ozf 23F169 169.02 
@ V7-7H25D8-263-1 Simulated Roller Lever 4ozf 26R1428 7.59 er 
SPST-NO, Quick Connect, Rated current: 11A @ 125 Vac PIMC oNeaee 
@ V7-2B27D8-022 Long Lever 0.54N 39B2914 4.29 
SPST-NO, Quick Connect, Rated current: 15.1A @ 125 Vac LICON 14 SERIES SNAP-ACTION SWITCHES iTw Switches 
@ V7-1C27E9 Pin Plunger 150gf 8601316 38h Features Butterfly® double-break mechanism. Standard mounting. 
SPST-NO, Quick Connect, Rated current: 25A @ 125 Vac an se Ae bat @t Pe EGAN Sage bE ee ae alae 
@ V7-1Z29E9 Pin Plunger 2.21N 3982885 8.57 UL roongnizad, CSA covtiiod, Mfg. part no. 14-324 ls Geasinpian 
SPST-NO, Quick Connect, Rated current: 5A @ 125 Vac overtravel panel mount. 7 
@ V7-1A27D8-207 Roller Lever 86g 39B2752 4.66 A G 
For Use Price Each 
Mfg. Part No. Description With Stock No.|  1-1-4+ 
@ JV-26 Long Straight Lever Actuator Honeywell V3 Series | 23F4767 24.12 
Microswitches Operating Price Each 
@JV-5 Roller Leaf Actuator Honeywell — V3 Series | 23F5010 | 20.95 Mfg. Part No. Actuator Force Stock No. 4-9+ 
Microswitches SPDT, Screw 
@ JV-20 Roller Lever Actuator i en ee Series | 23F4224 42.16 @ 14-304 Overtravel Plunger Doak 61F2041 98.90 
@ JV-82 Roller Lever Dual Auxiliary Actuator | Honeywell V3 — Series| 23F4770 | 31.78 @ 14-124 Pin Plunger t2ozf 61F1953 62.85 
Microswitches @ 14-724 Roller Lever 5ozf 61F1900 48.58 
@JV-7 Straight Lever Auxiliary Actuator | Honeywell V3 Series | 23F4764 36.23 PIM. 5132 
Microswitches = 
PIM_4873 
LICON 16 SERIES SUBMINIATURE SNAP ACTION iTw Switches 
MICRO SWITCH™ V3 SERIES SNAP-ACTION BASIC H one ell bbe momentary mechanism Sensors, SWITCHES, ELECTRONIC CONTROLS 
SWITCHES yw Rating: 10.14 @ 125/250VAC ae RoHS 
e SPDT Operating force: 5 oz. + 3 oz. — 2 0z. ‘ Sezer 


© Overtravel: 0.04” min. 

Switches feature high electrical capacity, long life, 
beryllium copper springs, and silver contacts. Size 
and shape meet design requirements for all types 
of applications. Wear-resistant phenolic case 
and plunger. Mounting hole diameter is 0.114”, 


compli it 

ompliant . fs 

Available Release force: 2 oz. min. 
Overtravel: 0.012” min. 


e 
e 
e 

@ ie 

AY @G @ All are SPDT (form Z) circuits 

© Pretravel: 0.050 Max. 
e 
e 


» WE 


UL recognized, CSA certified 
Terminals: 16-104: End solderl, 16-304: Side 


except mfg. part no. V3-19M, which is 0.122”. UL solder, 16-404 and 16-4044: Bottom Solder 
recognized, CSA certified. 16-104 
Operating Price Each Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-4+ Mfg. Part No. Actuator Force Stock No. 1-9+ 
SPDT, Screw, Round head terminal screw and lockwasher SPDT, Solder 
@ V3-129 Pin Plunger 80zf 23F1764 50.93 @ 16-404 Pin Plunger 5ozf 23F183 17.43 
V3-1001 Pin Plunger 14ozt 23F1769 30.05 @ 16-104 Pin Plunger Sozf 23F179 28.94 
@ V3-245 Pin Plunger 25ozf 23F1765 130.14 @ 16-304 Pin Plunger 5ozf 23F182 25.55 
> CONTINUED > > CONTINUED > 
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SWITCHES & SENSORS 
SWITCHES — SNAP-ACTION 


LICON 16 SERIES SUBMINIATURE SNAP ACTION SWITCHES (CONT.) 
@ 16-4044 Sozf 95F7256 
PIM_5131 


Pin Plunger 


16.27 


LICON 22 SERIES MINIATURE SNAP-ACTING 

SWITCHES 

© Two switching elements function simultaneously (within 
0.004” (0.102) of plunger travel) 

© Circuit: DPDT (Form ZZ), double-break 

© Ratings: 10A @ 125/250VAC, 75-80% PF 1/2HP @ 
125VAC, 3/4HP @ 250VAC 

© Operating force: 17 + 5 oz. Release force: 4 oz min. 

© Overtravel: 0.015 min. 

© 1.61L x 0.50W x 0.890"H 

@ Terminals: 22-104: End Solder, 22-204: #4 Screw, 
22-304: Side Solder 

@ UL recognized 

© Order actuator separately below 


iTwSwitches 


Sensors, SwiTcHes, ELECTRONIC CONTROLS 


RoHS _ 

Compliant 

Available 
A 


22-104, 22-304, 22-504 


Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
DPDT, Screw 
@ 22-204 Pin Plunger 17ozt 90F8377 48.91 
DPDT, Solder 
@ 22-104 Pin Plunger 17ozt 61F1979 77.44 
@ 22-504 Pin Plunger 1Tozf 61F1802 68.70 
@ 22-304 Pin Plunger 1Tozf 23F185 67.53 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-9+ 
@ 72-1160 Roller Actuator | ITW Switches 22 Series Snap Action Switches | 61F1875 16.81 


PIM_5130 


26 SERIES SUBMINIATURE SNAP-ACTING 
SWITCH 


sTwSwitches 


Sensors, SwITCHES, ELECTRONIC CONTROLS 

Ai 
RoHS 
Compliant 
Available 


26 series switch allows control up to 4 isolated circuits. DPDT (Form ZZ), double-break. Functions 
simultaneously within 0.004” (0.102) of plunger travel. Ratings: 8A @ 125/250VAC 75-80% PF. Overtravel: 
0.012min. Operating force: 12 + 4 oz. Release force: 5 oz. min. Contacts: silver. UL recognized. Order actuator 


separately; go online or call. 
Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
DPDT, Solder 
@ 26-804 Pin Plunger 12ozf 60F1961 52.67 
PIM_5128 


LICON 65 SERIES SUBMINIATURE SEALED 
SWITCHES 
@ Meets MIL-S-8805 watertight requirements 


iTwSwitches 


SENSORS, SWITCHES, ELECTRONIC CONTROLS 


© Circuit: SPDT-DB (Form Z) efi» RoHS _ 
® Ratings: 10A @ 125/250VAC; 5A ind. @ 28VDC ’ feueune 
© Solder lug terminals }, S 
© Temperature range: -85°C to +85°C (-65°F to +65°F) e@ 
© Gold contacts e 
65- 
201000 
Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
SPDT, Solder 
@ 65-401000 Overtravel Plunger 36ozf 25F2138 169.24 
@ 65-201000 Pin Plunger 24ozf 90F8376 102.28 
@ 65-301000 Roller Lever 16ozf 25F2137 158.99 
PIM_5127 


@ Indicates RoHS Compliant 


LICON 18 SERIES SUBMINIATURE SNAP-ACTION 


SWITCHES 

SPDT, double-break 

© Gold-plated contacts 

© Terminals: Solder lug 

@ Ratings: 7A at 125/250VAC 75-80% PF 

© Operating force: 5 + 3 oz. 

@ Release force: 1-1/2 oz. min. 0.510L x 0.124W x 
0.350"H 

@ UL recognized 

© Mfg. part no. 18488051 is MIL-S-8805QPL listed as 
MIL-S-8805/76 


4] Find Datasheets Online 


iTwSwitches 


SeENsoRS, SWITCHES, ELECTRONIC CONTROLS 


RoHS _ 

Compliant 

Available 
\ 


Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
SPDT, Solder 
@ 18-488051 Plunger Sozf 98B5835 57.09 
@ 18-40421 Roller Lever 5ozf 60F1952 46.44 
For Use Price Each 
Mfg. Part No. Type With Stock No.| 1-1-9+ _ 
@ 78-3000 Spring Lever Actuator |ITW Switches 18 Series Snap Action} 61F1856 25.84 
Switches 
@ 78-3100 Roller Lever Actuator | ITW Switches 18 Series Snap Action | 61F2027 29.17 
Switches 
PIM_5125 


LICON 26 SERIES SUBMINIATURE SNAP-ACTION 


SWITCH 


sTw Switches 


SENSORS, SWITCHES, ELECTRONIC CONTROLS 


Features 

© Sealed thermoplastic case, meets requirements of 
MIL-S-8805/77 

@ Enhanced gold contacts for high or low power 
applications 

@ Ambient temperature range: -65°C to +125°C 


78 


ey Gee tinoint 
——> | Available 
ioe AE 
ce) ce) E— ./66 
19.8 


Contact arrangement: DPDT 

Operating force: 18+5 ounces 

Release force: 5 ounces min. 

Can be specified for aerospace applications 
UL recognized, CSA certified 


Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
DPDT, Solder 
@ 26-810 Pin Plunger 180zf 95B9261 59.67 
PIM_47670 


SNAP-ACTION BASIC SWITCHES 


NTE 


ELECTRONICS, INC. 


54-410 


1026 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


54-400 54-425 54-416 Ge tinaiat 
aaa Available 

54-427 
Features: Specifications: 
® Circuitry: SPDT 

Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-49+ 
SPDT, Quick Connect 
@ 54-410 Hinge Lever 70gf 11R7939 = 
@ 54-403 Hinge Lever 1259f 11R7938 = 
@ 54-404 Pin Plunger 100gf 32M5424 — 
@ 54-400 Roller Lever 125gf 32M5420 ae 
@ 54-402 Simulated Roller Lever 125gf 32M5422 = 
SPDT, Screw 
@ 54-427 Hinge Lever 70gf 32M5446 = 
@ 54-425 Plunger 350gf 32M5444 = 
@ 54-450 Plunger 625gf 32M5458 = 
SPDT, Solder 
@ 54-417 Hinge Lever 50gf 32M5436 — 
> CONTINUED > 


SNAP-ACTION BASIC SWITCHES (CONT.) 


@ 54-416 32M5435 = 


Hinge Roller Lever 50gf 


PIM_132372 


IMMERSION-PROOF SUBMINIATURE 
SNAP-ACTION SWITCH 


OMRON. 


ELECTRONIC COMPONENTS 


@ Ultra-small and highly sealed expectancy and high reliability @ 

® Molded lead wire termina © Rated 0.1A at 30VDC Al G 

@ Water-tight housing conforming to IP67 © Operating temperature: -40°C 

® Gold crossbar contact and coil spring offer long life lo +85°C. 

Operating Price Each 

Mfg. Part No. Actuator Force Stock No. 1-4+ 

SPDT, Solder 

@ D2JW-01K11 Hinge Lever 82gf 58K0210 5.27 

SPDT, Wire Leaded 

@ D2JW-011-MD Pin Plunger 2.54N 72€3911 14.74 

@ D2JW-01K31-MD Simulated Roller Lever 97gf 89C4612 16.51 


PIM_83262 


Snap action Switch 

© Wide variation of best-selling microswitches with switching currents of 
10 to 21A. 

© Can be used for interrupting current when doors are 
opened or closed. 

@ Available in two types of cases: thermoplastic resin and 
thermosetting resin. 


OMRON. 


ELECTRONIC COMPONENTS 


Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-4+ 
SPDT, Quick Connect 
@ V21-1C6(IN) BY OMI Pin Plunger 3.92N 12AC9350 6.60 


PIM_5697853 


Basic Switches 


OMRON. 


SS Series 

® 1mm Contact gap ELECTRONIC COMPONENTS 
© Reliability 

@ Lever Modification 

@ Flexibility of lever modifications upon request 

© Complies with the IEC standard for secondary interlock circuit insulation distance 

© Incorporate simple and stable two split spring contacts which ensures a long service life 

Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ 

SPST-NO, Quick Connect 

@ SS-5FL111-3T Long Hinge Lever 0.54N 13AC1824 1.10 
@ SS-3FL111P-3T BY OMZ Long Hinge Lever 0.55N 13AC1822 0.87 
SPST-NO, Solder 

@ SS-5FL111-3 Long Hinge Lever 0.54N 13AC1823 1.10 
@ SS-3FL111P-3 BY OMZ Long Hinge Lever 0.55N 13AC1821 0.79 
PIM_5698025 


VX SERIES SNAP-ACTION BASIC SWITCHES 

© Rated 5A 

© SPDT contacts 

© Compact snap-action switch with low force operation 

@ Internal hinge lever mechanism assures outstanding 
contact reliability 

Dimensions: 18.8H (not including lever) x 37.8W (including 

leads) x 10.3D mm. 0.1A and additional 5A types available; 

go online or call. 


OMRON. 


ELECTRONIC COMPONENTS 

Gein . 
Compliant 
Available 
© 

WG 


VX-55-1C23 
Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
SPDT, Quick Connect, Solder 
@ VX-55-1C023 Hinge Roller Lever 60gf 89C8392 2.55 
PIM_80286 
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SWITCHES & SENSORS 
WITCHES — SNAP-ACTION 


@ SAY = OMRON. 


ELECTRONIC COMPONENTS 


ar 


Hinge Lever 


i Hinge Roller Lever 


MINIATURE SNAP- 
ACTION SWITCHES 


Simulated Roller Lever 


Pin Plunger 


Pin Plunger 


Ideal switches for home appliances, vending machines and office automation. Internal/external actuator with 
two operating position options. Environment-friendly, free of beryllium copper. Self-cleaning contacts. Operating 


temperature: 105°C. Resistant load: 11A or 16A @ 125/250VAC. SPDT. UL recognized, CSA certified, VDE 
approved. 
Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
SPDT, Quick Connect 
@ D3V-11G2-1C25-K Hinge Lever 200g) 25C4083 2.87 
@ D3V-11G2M-1C025-K Hinge Lever 200g) 67K9325 2.28 
@ D3V-16G2-1C25-K Hinge Lever 20091 35K3181 3.51 
@ D3V-16G2M-1C025-K Hinge Lever 20091 35K3182 B72 
@ D3V-11G6M-1C25-K Hinge Roller Lever 200g} 25C4088 2.93 
@ D3V-16G6M-1C25-K Hinge Roller Lever 200g1 35K3184 al 
@ D3V-16G-1C25-K Pin Plunger 200g) 25C4089 2.81 
@ D3V-11G-1C25-K Pin Plunger 200g) 67K9324 3.08 
@ D3V-11G4M-1C25-K Simulated Roller Lever 200g1 67K9326 247 
@ D3V-16G4-1C025-K Simulated Roller Lever 200g1 35K3183 2.81 
SPST-NO, Quick Connect, Solder 
@ D3V-16G-3C25 Pin Plunger 200g) 8904818 2.50 
PIM_68293 


WATERTIGHT MINIATURE SNAP 


RoHS. 
ACTION SWITCH Seer oOmrROonN. 
ELECTRONIC COMPONENTS: 
hinge Lever Simulated Roller Lever Zt 
x A Zz 
Hinge Roller Lever 
Hinge Lever 
@ High-quality watertight miniature snap-action types) requirements 
switch © Operating temperature range: -40°C to +85°C 
@ Meets IP67 (for lead wires) and IP50 (for terminal = @ Rating: 3A at 250VAC 
Switches with PC board terminals also available; go online or call . 
Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
SPDT, Solder 
@ D2SW-3L1HS Hinge Lever 60gf 8308224 3.17 
@ D2SW-3L2HS Hinge Roller Lever 60gf 34K3567 4.04 
@ D2SW-3HS Pin Plunger 180gf 36K1918 4.37 
@ D2SW-3L3HS Simulated Roller Lever 60gf 89C4660 5.39 
SPDT, Wire Leaded 
@ D2SW-3L1MS Hinge Lever 60gf 36K3208 6.52 
@ D2SW-3L2MS Hinge Roller Lever 60gf 36K7263 10.52 
@ D2SW-3L3MS Simulated Roller Lever 60gf 35K3180 6.14 
PIM_75286 


SUBMINIATURE BASIC SWITCHES 


OMRON. 


ELECTRONIC COMPONENTS 


26.) ie RoHS — 
(0.10) Compliant 
Available 


8.1 (0.32) 
* Plastic lever 
Leaf Lever 


@ SPDT silver contacts 


@ Weight: 0.3g 


> CONTINUED > 
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SWITCHES — SNAP-ACTION 


SUBMINIATURE BASIC SWITCHES (CONT.) 10A - 154 GENERAL-PURPOSE SNAP-ACTION SWITCHES (CONT.) 
Operating | Price Each_ Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ Mfg. Part No. Actuator Force Stock No. 1-9+ 
SPDT, Through Hole SPDT 
@ D2MQ-1L Leaf Lever 60gf 92B1082 2.50 @ V-15-1B6 Pin Plunger 400g} 35K2035 6.70 
PIM_75285 SPDT, Quick Connect 
@ V-10G3-1C24-K BY OM Hinge Lever 100g 52F3643 4.36 
SUBMINIATURE SNAP- aq Al cosa @ V-10G2-1C24-K BY OM a Lever = ee 4.19 
ACTION SWITCHES ( Available OmrRON. @ V-15G3-1C24-K BY OM inge Lever lg 4.37 
ELECTRONIC COMPONENTS @ V-10G2-1C25-K BY OM Hinge Lever 200g) 8908151 3.80 
@ V-15G2-1C25-K BY OM Hinge Lever 200g) 35K5060 3.81 
@ V-15G3-1C25-K BY OM Hinge Lever 200g} 36K2081 3.63 
@ V-15G2-1C26-K BY OM Hinge Lever 400g} 52F3652 4.36 
Z @ V-15G3-1C26-K BY OM Hinge Lever 400g' 35K3231 3.14 
Simulated Roller Lever % @ V-10G5-1C24-K BY OM Hinge Roller Lever 100g 36K7693 4.70 
a Roller Lever @ V-10G6-1C24-K BY OM Hinge Roller Lever 100g 52F3648 4.79 
@ V-10G5-1C25-K BY OM Hinge Roller Lever 200g} 52F3647 5.13 
@ V-15G5-1C25-K BY OM Hinge Roller Lever 200g} 36K7694 2.74 
Hinge Lever ——— Plunger @ V-15G6-1025-K BY OM Hinge Roller Lever 200g 36K3717 4.79 
Pin Plunger @ V-15G5-1C26-K BY OM Hinge Roller Lever 400g 36K7695 4.57 
Set easily; no overtravel restrictions. Mechanical service life: 30 mil ops min. Electrical service life: 200k ops @ V-15G6-1C26-K Hinge Roller Lever 400g} 36K7696 4.91 
min. (50k for SS-10 series). SPDT models are shown. SPST-NO and SPST-NC contact forms also available; go @ V10G1C24K Pin Plunger 100g 35K5059 4.28 
online or call. UL recognized, CSA certified. Svt0G1025K. SY Pin Plunger | 00g | 3eK7e92. 13.74 V10G-1025-K Pin Plunger 200g 36K7692 AW 
aioe sone Operating cee @ V-15G-1025-K BY OMI Pin Plunger 200g 36K3716 4.02 
5 3 fs 9+ ; 
—— — one ee @ V-15G-1026-K BY OMI Pin Plunger 400g 36K2080 3.85 
© SS.5GLE Hinge L OI6N 8908030 @ V-10G4-1C24-K BY OMI Simulated Roller Lever 100g 52F3644 Pls 
——— a : 26S @ V15G41C25K Simulated Roller Lever 200g 52F3655 4.04 
SPDT, Quick Connect 
@ SS-5GLT Hinge Lever 0.49N 36K7637 2.49 ad 
SST ng? eet ee ee @ V15G1A5K Pin Plunger 200g) 97B9375 2.54 
@ SS-5GL2-FT Hinge Roller Lever 0.16N 85C1346 2.52 SPST-NO 
@ SS-10GL2T BY OMI Hinge Roller Lever 0.49N 89C8019 2.79 © V-15-3B6-K BY OMI Pin Plunger 700g 68K0131 aE 
@ SS-5GL2T Hinge Roller Lever 0.49N 33K3886 1.89 SPST-NO, Quick Connect 
@SS-5T Pin Plunger 1.47N 52F3639 1.79 eV-5G sca K Pin Plunger 700 70M9737 Aa 
© 88.01-FT Pin Plunger 50gf 52F3625 1.94 2 : 
SPDT, Quick Connect, Solder PINSISTS 
@ SS-5-FT Pin Plunger 0.49N 35K3226 2.66 
@SS8-5GL13 Simulated Roller Lever O49N 36K3563 1.60 SUBMINIATURE SNAP-ACTION SWITCHES omron 
@ SS-5GL13T Simulated Roller Lever 0.49N 35K3227 225) 
SPDT, Solder ELECTRONIC COMPONENTS 
@ SS-01GL Hinge Lever 0.49N 52F3626 2.63 Q ee 
a3 5.7 =| 
@ SS-5GL Hinge Lever 0.49N 35K4907 2.26 52 7 22 da. hole [i 
@ SS-10GL Hinge Lever 50gf 35K4905 3.02 — a zl | 
@ SS-5GL2-F Hinge Roller Lever 0.16N 89C8071 1.97 to oP § 
@ SS-5GL2 Hinge Roller Lever 0.49N 36K7638 2.91 ian ar 
@ SS-5-F Pin Plunger 0.49N 95B0523 1.60 a | 
@SS-01 Pin Plunger 1.47N 35K4902 2.49 an : Los -{{e4 
@ SS-10D Pin Plunger 1.47N 35K4904 3.94 [eae | ae 
@SS-5 Pin Plunger 1.47N 36K7635 1.53 (O20}20008) . 
i Hinge Lever Pin Plunger 
@SS-5D Pin Plunger 1.47N 36K7636 1.62 RoHS 
@SS-10 Pin Plunger 150gf 36K7634 1.70 Geeiroian 
© 8S-56L13-F Simulated Roller Lever 0.16N 89C8055 1.65 Avaliable 
@ SS-5GL13D Simulated Roller Lever 0.49N 35K0928 2.03 Hinge Lever 
@ SS-01GL13 Simulated Roller Lever 1.47N 52F3627 2.25 SH 
Roller Lever 
PIM_4979 Roller Lever 
D2F series are subminiature, snap-action switches. SPDT contacts. Suitable for a wide range of applications 
such as household appliances, office equipment, and audio equipment. High-precision, dual-spring, reverse- 
10A - 15A GENERAL- ° ahs liant action mechanism supports long life. Models listed below have straight PCB terminals except for mfg. part no. 
PURPOSE SNAP- oP evaabie OoOmrRON. with suffix “-A” which has right-angled PCB terminals. Also available with self-supporting terminals (add suffix 
ACTION SWITCHES LE NIC COMPONENTS -T” to end of mfg. part no.), solder terminals (suffix ““-D”), , and left-angled PCB (suffix “-A1”); go online or call . 
Operating Price Each 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
SPDT, Solder 
@ D2F-01L Hinge Lever 0.78N 36K7261 1.88 
Formed a. Lever & @ D2F-01FL Hinge Lever 25g 36K7260 2.10 
@ D2F-FL Hinge Lever 25g 34K3566 1.95 
Short Hinge @ D2F-01L-A Hinge Lever 80g 95B5371 = 
Roller Lever = 
Pin Plunger @ D2F-L Hinge Lever 80g 36K7258 2.52 
@ D2F-L2 Hinge Roller Lever 0.78N 3102287 4.17 
Pin Plunger @ D2F-01 Pin Plunger 1.47N 36K7259 1.90 
@ D2F-01F Pin Plunger 75g) 35K3177 1.16 
Z Short Hinge Lever = @ D2F Pin Plunger 150gf 36K7257 1.26 
% Hinge Roller Lever @ D2F-01L3 Simulated Roller Lever 0.78N 36K7262 ee 
Long Hinge Lever Hinge Lever @ D2F-L3 Simulated Roller Lever 80g) 3102288 3.42 
@ SPDT contacts @ Thermoplastic material available PIM_4974 
@ Rated 10A and 15A @ 250VAC. © 7 lever styles available 
Tested to 125VDC/250VAC. To order thermoplastic material, replace -10 or -15 in mfg. part no. with -11 or 
-16, respectively. Pin plunger style illustrated. Other lever-style switches are same size. Service life: 50,000 
operations. UL recognized, CSA certified. CHERRY, D4 Series Miniature Snap Action Switches 
> CONTINUED > > CONTINUED > 
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SWITCHES & SENSORS 
SWITCHES — SNAP-ACTION 


Gani PiceEach. 4 WATERTIGHT MINIATURE BASIC SWITCHES (CONT.) 
Mfg. Part No. Actuator Force Stock No. 1-9+ @ D2VW-5L3-1MS Simulated Roller Lever 120gf 83F5352 6.70 

SPDT, Quick Connect PIM. 33975 

@ D449-R1RA Hinge Roller Lever 75gf 29X8010 3.76 
D449-R1RD-G2 Long Roller Lever 0.4N 29X8011 4.91 
D423-R1TD-G2 os Roller Lever 0.55N 29X7991 4.80 D2QW SERIES SEALED ULTRA SUBMINIATURE 

BASIC SWITCH oOmrRON. 
D423-R1RD-G2 Long Roller Lever 0.86N 29X7990 4.80 © Ratings: 1 mAat 5 VDC to 0.1 Aat 30 VDC ELECTRONIC COMPONENTS 
D433-R1RD-G2 Long Roller Lever 0.86N 29X7999 6.69 e Operating speed: 1 mm to 500 mis ; ae 
D443-R1RD-G2 Long Roller Lever 1.44N 29X8005 5.44 © Operating frequency: 30 operations/min GeRiinpen 
®@ Insulation resistance: 100 Mohm min. (at 500 VDC) Available 
D453-R1RD-G2 Long Roller Lever 2N 29X8015 4.29 © Contact resistance: (initial value) 100 mohm max. 
D419-R1AA-G2 Plunger 0.45N 14N9921 6.35 © Ambient operating temperature: -40°C to 85 °C (with no icing) 
D429-R1AA Plunger 0.45N 29X7992 = © Ambient operating humidity: 95% max. (for 5°C to 35°C) 
D449-R1AA-G2 Plunger 0.75N 75M3099 5.19 Operating Price Each 

@ D459-R1AA Plunger 4N 29X8016 ran Mfg. Part No. Actuator Force Stock No. 1-9+ 
D413-RIAA-G2 Plunger TIN 14N8456 2.49 SPST-NO, Solder 

@ D453-R1AA Plunger AN 29X8013 347 @ D2QW-C003H Pin Plunger 1.5N 5578518 4.48 
D45-3-V1-RA Short Roller Lever ie 03P0553 = PIM_197537 
D413-R1RA-G2 Short Roller Lever 1.9N 26H2481 6.76 

@ D423-R1RA Short Roller Lever 1.9N 29X7989 = SNAP-ACTION SWITCHES G TAL GeBectoian om RON 
D433-R1RA-G2 Short Roller Lever 1.9N 29X7998 = Available 

@ D443-RIRA Short Roller Lever 3.3N 20X5196 4.33 PUL OManien Ries 
D453V1LD Straight Lever ia 79R1481 es 

@ D429-R1LL Straight Lever 0.1N 29X7994 — 

@ D449-R1ML Straight Lever 0.1N 29X8009 =e 
D449-R1LL-G2 Straight Lever 0.17N 29X8007 4.54 Hinge eve 
D429-R1LD-G2 Straight Lever 0.22N 29X7993 4.73 
D449-R1MD-G2 Straight Lever 0.25N 29X8008 5.16 Panel Mount 

@ D449-R1LD Straight Lever 0.4N 29X8006 = Plunger 
D459-R1LD-G2 Straight Lever 0.5N 29X8017 = 

@ DB2C-B1LC Straight Lever 0.85N 29X7985 1.92 Pin Plunger 

@ D413-R1LD Straight Lever 0.86N 29X7988 = & bans ie 
D433-R1LD-G2 Straight Lever 0.86N 29X7997 5.10 . 

D459-R1ML-G2 Straight Lever 1.3N 29X8019 5.07 Berne Seaaa Ee 
D413-RILA-G2 Straight Lever 1.9N 29X7987 5.81 © High-Capacity Switches Handle Up to 20A Loads ~—@ Resistive Load: 20A, 250VAC 
D459-R1LL-G2 Straight Lever 2.2N 29X8018 = with Large Inrush Currents 

SPDT, Solder Typical ao ae recat ra ead bei solenoids. Mechanical service life: 1,000,000 

@ DB2C-AILC Straight Lever 0.85N 31M1204 1.92 operations min. UL recognized, certified, approved. 

SPST-NO, Quick Connect Operating Price Each 
D441R1RD Long Roller Lever 7 1194123 = Mfg. Part No. Actuator Force Stock No. 1-4+ 
D447RIAA Plunger - 28C0665 a SPDT, Screw 

PIM 5465910 @ A-20GV-B Hinge Lever 70gf 2207648 27.73 
_ @ A-20GV-B7-K Hinge Lever 70gf 52F3599 27.08 
WATERTIGHT ns otis @ A-20GV2-B Hinge Roller Lever 90gf 17M6498 29.52 
MIATURE BASIE ‘Ti AY Septinoian omrRon @ A-20GV22-8 Hinge Roller Lever 160gt 22C7680 g09 
le @ A-20G-B Pin Plunger 625gf 17M6496 20.59 
SWITCHES ELECTRONIC COMSORENTS @A-2060-B Plunger 625gf 2207638 43.82 
@ A-20GQ-B7-K Plunger 625gf 17M6497 40.70 

m4 For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-9+ 
@ AP-Z Terminal Cover | Omron Z Series Snap-Action Switches 17M6566 7.36 
@AP-B ‘ie Omron Z, A, X, and DZ Switches 36K1871 1.07 

PIM_4977 


ene Short Hinge Roller Lever San ACTION CWECH ES G A Geetinoiat om RON 


—_— AUTOMATION & SAFETY 
Long Hinge Lever Hinge Lever z Simulated Roller Lever fof % 
Hinge Roller Lever Hinge s 
High-quality, watertight, high-precision, miniature snap-action switches meet IP67 (IEC529) requirements (for 
lead wire types) and IP50 (for terminal types). Monoblock construction provides high sealing capability and is 


ideal for dusty places or where water is sprayed. Operating temperature: -40°C to +90°C. Short Hinge Roller Lever Panel Mount Cross Panel Mount 
Operating Price Each Roller Plunger Roller Plunger 
Mfg. Part No. Actuator Force Stock No. 1-9+ 
SPDT, Solder 
@ D2VW-5L2A-1HS Hinge Roller Lever 230g) 36K3209 7.95 % M Rod 
@ D2VW-5-1HS Pin Plunger 200g) 83F5341 5.04 
@ D2VW-01-1HS Pin Plunger 200g) 9180488 6.37 Hinge Roller Lever 
@ D2VW-5L3-1HS Simulated Roller Lever 120g) 83F5351 7.83 Panel Mount Plunger 
SPDT, Wire Leaded @ Rated Current: 154 © Resistive Load: 0.5, 125VDC 
@ D2VW-5L1B-1MS Hinge Lever 60gf 36K1920 15.42 Z series are high-precision basic switches. Wide margins of operating conditions and broad operating speed 
“ep2vw-sli-ims | Hingelever | 120gf |  83F5344 | 14.95 — range. UL recognized, CSA certified. 
@ D2VW-01L2-1MS Hinge Roller Lever 120g 35K4490 25.84 
@ D2VW-5L2A-1MS Hinge Roller Lever 2304) 36K7267 12.85 
@ D2VW-5-1MS Pin Plunger 200g) 36K7266 16.81 
> CONTINUED > > CONTINUED > 
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SWITCHES — SNAP-ACTION 


GENERAL PURPOSE SNAP-ACTION SWITCHES (CONT.) VPX SERIES EXPLOSION PROOF LIMIT SWITCHES Honeywell 


Operati Price Each © \VPX Series switches are certified for ATEX, IEC Ex, CE, and cULus 
Mfg. Part N Actuat yaks ing Stock N [Ee I specifications for global applications that requires 
ee — oles edb = protection from explosive gases, vapors & combustible 
SPDT dust 
@ Z-15GW2-B7-K Hinge Roller Lever 130gf 27M9667 24.72 e Oe ree dere | Stead bia eal 
, 4X, 6, and 13), certifies the ries is rated for 
O7E-02208 | Roller Plunger | SSN Roller Plunger 3.43N SOBiASy 17.00 rain, wind, snow, ice and blowing dust environments 
SPDT, Quick Connect, Solder © Wide operating temperature range from -40 °C to 80 
@ 2-15GQ21-B Cross Roller Plunger 350gf 52F3666 36.02 . i (see ds 1 li Ses ae te 
ersions of the with proximity switches carry an 
@ 2-15GQ22-B Roller Plunger 350gf 52F3667 36.74 intrinsically Safe (IS) rating 
SPDT, Screw © Well suited for up to 500,000 actuation cycles 
@ 2-15GQ21-B7-K Cross Roller Plunger 350gf 93B0864 36.55 ® Available in multiple indicator colors that is visible from all directions 
@ Z-15GNJ55-B7-K Flexible Rod 50gf 93B6742 46.78 as bil 7 7 : fe eats F . Th ae Series 
; switches are built especially for outdoor use in potentially hazardous atmospheres. The switch enclosures are 
SEIorW2eS Hinge Lever Sgf pzis67 14.80 constructed to withstand the pressure of an internal explosion. Flame paths cool the exploded gases to a point 
@ Z15HW24B7K Hinge Lever 6gf 27M9672 20.19 less than the lowest safe operating temperature of the surrounding gas. The VPX Series versions equipped with 
@ 7-15GW4-B Hinge Lever 28qf 97B2874 29.25 the inductive proximity switches has the Intrinsically Safe (IS) rating. Regardless of where the equipment or 
> = machinery is designed, built or installed, the VPX Series products carry global agency coverage. 
OZOGWETK Hinge Lever 70gt SoBea3i 24.72 The VPX Series switches have standard rugged die-cast aluminum housing. The products housing is weather 
@ Z-15GW-B Hinge Lever 70gf 52F3668 24.72 sealed for outdoor use and comply with NEMA 4X requirement for protection against corrosion, in addition to 
@ Z-15GW55-B Hinge Lever 100g 27M9669 22.25 various NEMA enclosure standards. 
@ 2-15GW22-B Hinge Roller Lever 1.57N 52F3670 21.78 Operating Price Each 
@ Z-15GW2-B Hinge Roller Lever 100g 52F3669 14.80 Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ 
@ 2-15GW22-B7-K Hinge Roller Lever 160g 27M9668 21.78 VPX1E2ABBY1A2B Side Rotary SPDT 0.5N-m 06AC2779 474.24 
@7-15G-B Pin Plunger 350g 52F3660 17.69 VPX1E2ABBY2A2B Side Rotary SPDT 0.5N-m 06AC2780 96.08 
@ 2-15G-B7-K Pin Plunger 350g 06C1037 18.09 VPX1E2ABBY3A2B Side Rotary SPDT 0.5N-m 06AC2781 96.08 
@ 2-15GQ-B7-K Plunger 350g) 98B9758 29.25 VPX1E2ABGR1A2B Side Rotary SPDT 0.5N-m 06AC2782 650.28 
@ 2-15GQ-B Plunger 350g) 52F3605 29.25 VPX1E2ABGR3A2B Side Rotary SPDT 0.5N-m 06AC2784 96.08 
@ 2-15GQ22A55-B5V Roller Lever 540g 27€0022 61.30 VPX1E2ABRG1A2B Side Rotary SPDT 0.5N-m 06AC2785 = 
@ 215GQ22B7K Roller Plunger 350g 48F1599 35.83 VPX1E2ABRG2A2B Side Rotary SPDT 0.5N-m 06AC2786 96.08 
@ 2-15GD-B Short Spring Plunger 350g) 52F3661 21.65 VPX1E2ABYB1A2B Side Rotary SPDT 0.5N-m 06AC2788 96.08 
@ Z-15GD-B7-K Short Spring Plunger 350g 27M9665 22.85 VPX1E2ABYB2A2B Side Rotary SPDT 0.5N-m 06AC2789 96.08 
@ Z-15GS-B Spring Plunger 350g 9489415 22.35 VPX1E2ABYB3A2B Side Rotary SPDT 0.5N-m 06AC2790 96.08 
SPDT, Solder VPX1E4ABBY1A2B Side Rotary SPDT 0.5N-m 06AC2791 122.85 
@ Z-15GW22 Hinge Roller Lever 160g 92B0737 16.57 VPX1E4ABGR1A2B Side Rotary SPDT 0.5N-m 06AC2794 36.86 
@ Z-15GQ Plunger 350g) 27M9666 23.26 VPX1E4ABRG1A2B Side Rotary SPDT 0.5N-m 06AC2797 36.86 
@ 2-15GQ22 Roller Plunger 350g 26C0594 32.29 VPX1E4ABYB1A2B Side Rotary SPDT 0.5N-m 06AC2800 | 122.85 
PIM_4976 PIM_5730352 
E50 SERIES HEAVY-DUTY ASSEMBLED LIMIT SWITCHES r LIMIT SWITCHES, WBX SERIES Honeywell 
e Eee yw 
© Operator must be ordered separately za eatures: : a ; 
@ Viton gasket seals @ Enables control in remote parts of application/machinery/ . RoHS 
@ Rugged zinc die-cast housing @) G manufacturing plants, where wiring is not possible or Getinaian 
Hl i} 
© Conduit, cable and connector wiring options feasible feet 
© Dozens of operators available @ Ability to reconfigure and network multiple interfaces, or 
© Rotary, top and side push, wobble and specialty point-to-point with personalized addresses which allows for 


adding, subtracting, or relocating Limitless™ inputs easily 

© Can reduce installation/maintenance costs with no wiring to 
Limitless™ switches, conduit, strain relief, clips, connectors, 
junction boxes, etc. 

@ Wireless operation and signal transmission eliminates the 
need to physically send maintenance engineers into the field 
thus reducing installation and operating costs 

@ Provides an independent layer of protection for equipment, 
by giving an immediate indication that a remote mechanical 
device is not positioned or moving correctly 


operating heads 
E50 series modular plug-in limit switches have standard 
Viton® gaskets, seals and boots and a zinc die cast 
enclosure to provide exceptional chemical resistance to 
the common coolants, cleansing agents, and hydraulic 
fluids. Super bright 24 to 120VAC/DC LED indicating light 
versions available. Mounting dimensions accommodate 
both U.S. and DIN standards. The switches have terminal 
identification on the nameplate for visual wiring checkout 
without guesswork. Heads and switch bodies can be replaced without rewiring. Keyed, four direction head © Baiteri . i di ilabl ldwid ri t , N ~ 
positioning. Rotary heads are field convertible CW, CCW, or both, without special tools. Epoxy filled, pin SETS TGS aT INEXDEDSIVe) Toad Ava aU WON AMIE anleasy IO NSP Lace: NO Tesprovl: 
connector or pigtail connector receptacles also available. Standard force to operate contact is 3in-lbs. Meets ‘ sioning ts required after a battery replacement 
IEC.947.5.1 requirements, UL listed, CSA certified, TUV approved. NEMA 4X, 6, 6P, 13, IP67 rated. Order Batteries are readily available and easy to replace 
operators separately online or call. Low force spring return (1.5in-lbs.) also available; go online or call. 


TUV Rheinland 


Honeywell's Limitless™ WBX Series combines the best of Honeywell's MICRO SWITCH™ Heavy Duty limit 


Operating Price Each switches with a point-to-point (P2P) network. It has a variety of remote or built-in antenna options. Wireless- 
Mfg. Part No. Actuator Contacts Force Stock No. 1+ enabled limit switches can be used for position sensing and presence/absence detection for an endless number 
E50BR1 Side Rotary | 4PST-2NO,DPST-NC 3in-Ib 31K6175 360.85 of applications. The WBX Series is especially beneficial for remote monitoring applications where wiring or wire 
: - 7 - maintenance is not physically possible or economically feasible. Combining this greater flexibility with proven 
_ESONN’ | SideRotary | DPDT | 18nd | 31K6208 | 370.20 harsh-duty packaging can result in increased efficiencies and improved safety for machines, equipment, and 
ESOAR1 Side Rotary DPST-1NO,SPST-NC 3in-Ib 31K6171 310.64 operators. 
For Use Price Each Operating HErice Each) 
Mfg. Part No. Type With Stock No. [eee | Mfg. Part No. Actuator Force Stock No. 1+ 
CSMSSD5SCY1602 | Cordset | Eaton E50 Series Heavy Duty Limit Switches 35K3913 | 76.74 _ pee fo ie mount; right angle design, pin plunger, IEEE 802.15.4 radio 
CSMS9D9CY1602 | Cordset | Eaton E50 Series Heavy Duty Limit Switches | 35K3914 88.65 @ WBX1A14ABC Pin Plunger 20.02N 74Y6431 a 
PIM ENS 2.0 dBi omni w/switch mount; right angle design, side rotary momentary, IEEE 802.15.4 radio 
specification 
@ WBX1A14ABA Side Rotary 0.452N-m 44Y6430 = 
Y element14.com 
element’ 4 CO M M U N | 2.0 dBi omni w/switch mount; straight design, side rotary momentary, IEEE 802.15.4 radio 
specification 


WBX1A12ABA Side Rotary 0.452N-m 44Y6425 aS 


2.0 dBi omni w/switch mount; straight design, side rotary momentary to left, IEEE 802.15.4 
radio specification 


@ WBX1A12ABA4 Side Rotary 0.452N-m 44Y6427 = 


ee CO ECR peste Reset Poel) 2.0 dBi omni w/switch mount; straight design, side rotary momentary to right, IEEE 802.15.4 
PIESbAaT radio specification 
= @ WBX1A12ABA3 Side Rotary 0.452N-m 44Y6426 a 
2.0 dBi omni w/switch mount; straight design, top pin plunger, IEEE 802.15.4 radio 
specification 
@ WBX1A12ABC Pin Plunger 20.02N 44Y6428 =a 
> CONTINUED > 
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SWITCHES & SENSORS 
SWITCHES — LIMIT 


LIMIT SWITCHES, WBX SERIES (CONT.) LIMIT SWITCHES, NGC SERIES (CONT.) 
; 7 Features: ications: 
Mfg, Part No. ‘Actuator ile Stock No. ee @ SPDT or DPDT configurable circuitry teenie detection 
® Snap-action, positive-break contacts @ Elevators and escalators 
2.0 dBi omni w/switch mount; straight design, wobble stick, IEEE 802.15.4 radio specification © Silver alloy and gold plated contact options @ Machine tools 
@ WBX1A12ABJ7A Wobble Rod 283gf 44Y6429 = i AE ve Lac hea 7 _ light towers : 
RP-SMA antenna jack, side rotary momentary, IEEE 802.15.4 radio specification © Metal and plastic housing op! ios 4 Rai Sais eavEmen 
@ WBX1A00ABA Side Rotary 0.452N-m 44Y6420 — © Cable and connector terminations © Scissor lifts 
RP-SMA antenna jack, side rotary momentary to left, IEEE 802.15.4 radio specification © Variety heads and icloons UE tens 
a See iii) cies hat allow the cisornero choose SPDT fig pole, deus hrow) or DPDT (double poe double 
RP-SMA antenna jack, side rotary momentary to right, IEEE 802.15.4 radio specification throw) circuitry while maintaining the same housing and mounting footprint throughout the NGC Series. MICRO 
@ WBX1A00ABA3 Side Rotary 0.452N-m 44Y6421 — SWITCH™ NGC Series can be configured more than 380,000 ways, carries global approvals, and are sealed to 
RP-SMA antenna jack, top pin plunger, IEEE 802.15.4 radio specification [P67 for potential use in indoor and outdoor applications. 
@ WBX1A00ABC Pin Plunger 20.02N 44Y6423 = Operating Price Each 
RP-SMA antenna jack, wobble stick, IEEE 802.15.4 radio specification Mfg. Part No. Actuator Force Stock No. ies 
@ WBX1A00ABJ7A Wobble Rod 283qf A4Y6424 = Metal Housing, Bottom Exit, DPDT, Gold Contacts 
PIM 5528330 NGCMB10AX32C Roller Plunger 17N-cm 71Y6137 72.76 
Metal Housing, Bottom Exit, DPDT, Silver Contacts 
PI -( 
MICRO SWITCH™ LSX SERIES - HAZARDOUS NGEMENDANZIG Roller Plunger ; 417N-cm 71Y6136 = 
LOCATION SWITCHES Honeywell Metal Housing, Bottom Exit, Nylon Roller, DPDT, Silver Contacts 
Features: RoHS NGCMB10AX24A1A Side Rotary 17N-cm 71Y6135 —_ 
© Sealed construction with diverse conduit selection for a wide Gee sinpian Metal Housing, Bottom Exit, Nylon Roller, SPDT, Gold Contacts 
. Sikes ie NGCMB10AX07A1A Side Rotary 18N-cm 71Y6133 55.00 
© Ideal for i in control valve and actuators in petro chemical, i) @ Metal Housing, Bottom Exit, Nylon Roller, SPDT, Silver Contacts 
and other potentially explosive environments NGCMB10AX01A1A Side Rotary 18N-cm 71Y6123 46.06 
Spacitlcauons: ; © Lever Metal Housing, Bottom Exit, Panel Mount, SPDT, Silver Contacts 
for GER foul bee a nee Bik aa NGCMB10AX010 Cross Roller Plunger T0N Tive131 = 
DC13, R300 ed, NGCMB10AX01N Pin Plunger 10N 71Y6129 = 
e NEMA Division 1 & 2 for both clase 1 & 2 except NGCMB10AX01P. Roller Plunger 410N 71Y6130 50.69 
: Cette rice bie Metal Housing, Bottom Exit, SPDT, Gold Contacts 
@ -12°C to 121°C [10°F to 250°F], -40°C (-40°F) © Use only nylon rollers or other non-sparking NGCMB10AX07C Roller Plunger 10N 71Y6134 _ 
available material; order separately online or call Metal Housing, Bottom Exit, SPDT, Silver Contacts 
Operating Price Each NGCMB10AX01L Cross Roller Plunger 410N 71Y6127 51.71 
Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ NGCMB10AX01B Pin Plunger 410N 71Y6125 44.75 
@ LSXC3K Top Plunger SPDT-1NO,SPDT-NC 17.79N 39B091 450.53 NGCMB10AX01C Roller Plunger 10N 71Y6126 50.02 
@ LSXD4L Top Roller Plunger os 64ozf 88F4381 868.15 Metal Housing, Bottom Exit, SS Roller, SPDT, Silver Contacts 
Center Neutral NGCMB10AX01A1B Side Rotary 10N 71Y6124 46.70 
@ LSXM4N Side Rotary DPST-NO,DPST-NC 0.45N 23F4843 504.63 Metal Housing, Bottom Exit, W/Boot Seal, SPDT, Silver Contacts 
Momentary NGCMB10AX01R Pin Plunger 10N 71Y6132 = 
@ LSXA4L Side Rotary DPST-NO,DPST-NC 0.45N 53K5758 491.64 Metal Housing, Side Exit, Nylon Roller, SPDT, Silver Contacts 
@ LSXA3K Side Rotary SPDT-1NO,SPDT-NC 0.19N 53K5757 396.67 NGCMAO0PX01A1A Side Rotary 18N-cm 71Y6119 44.85 
@ LSXA3K1A Side Rotary SPDT-1NO,SPDT-NC. 0.45N 51M8858 490.55 NGCMA10AX01A1A Side Rotary 18N-cm 71Y6120 49.37 
Momentary, High Temperature Metal Housing, Side Exit, SPDT, Silver Contacts 
@ LSXYAB3K Side Rotary SPDT-1NO,SPDT-NC 0.45N 39B141 439.09 NGCMA10AX01C Roller Plunger 10N 71Y6121 45.46 
PIM_90377 Metal Housing, Side Exit, W/Boot Seal, SPDT, Silver Contacts 
oo NGCMA10AX01M Pin Plunger 10N 71Y6122 51.62 
Glands NGCMB10AX01M Pin Plunger 10N 71Y6128 47.86 
5 Plastic Housing, Bottom Exit, DPDT, Gold Contacts 
Thread Thread Price Each 
Mfg. Part No. Size Size Color Stock No. 1+ NGCPB10AX32C Roller Plunger 17N-cm 71Y6153 —_ 
Metal Plastic Housing, Bottom Exit, DPDT, Silver Contacts 
ZCDEG11 . PGI Metallic 04H6151 7.00 NGCPB10AX24C Roller Plunger 17N-cm 71Y6152 Bee, 
ZCDEN12 1/2"NPT 7 Metallic 04H6152 29.94 Plastic Housing, Bottom Exit, Nylon Roller, DPDT, Silver Contacts 
Plastic NGCPB10AX24A1A Side Rotary 417N-cm 71Y6151 = 
ZCPEGI1 _ PGi Metallic 06H0588 4.55 Plastic Housing, Bottom Exit, Nylon Roller, SPDT, Gold Contacts 
ZCPEN12 4/2°NPT 7 Metallic 06H0589 33.45 NGCPB10AX07A1A Side Rotary 18N-cm 71Y6149 40.14 
PIN S510085 Plastic Housing, Bottom Exit, Nylon Roller, SPDT, Silver Contacts 
a NGCPB10AX01A1A Side Rotary 18N-cm 71Y6140 45.15 
. Plastic Housing, Bottom Exit, Panel Mount, SPDT, Silver Contacts 
dd NGCPB10AX01Q Cross Roller Plunger TN TAve147 = 
oo | Price Each NGCPB10AX01N Pin Plunger 10N 7AY6145 40.78 
Mig: Fatt No: Bescription” = StockiNo: i NGCPB10AX01P Roller Plunger 10N 716146 | 44.67 
zug | SRSeTRTOraeroT Se [WIS [ESA Feng lane OL GaGa 
- NGCPB10AX07C Roller Plunger 10N 71Y6150 as 
Riiee (08es Plastic Housing, Bottom Exit, SPDT, Silver Contacts 
NGCPB10AX01L Cross Roller Plunger 10N 71Y6143 a 
LIMIT SWITCHES, NGC SERIES Honeywell NGCPB10AX01B Pin Plunger TON TAY6141 = 
NGCPB10AX01C Roller Plunger 10N 71Y6142 40.60 
Gee eimpiat Plastic Housing, Bottom Exit, W/Boot Seal, SPDT, Silver Contacts 
pvalanle NGCPB10AX01M Pin Plunger 40N 74Y6144 = 
NGCPB10AX01R Pin Plunger 10N 71Y6148 — 
Plastic Housing, Side Exit, Nylon Roller, SPDT, Silver Contacts 
NGCPAOONX01A1A Side Rotary 18N-cm 71Y6138 37.38 
Plastic Housing, Side Exit, SPDT, Silver Contacts 
NGCPAOONX01C Roller Plunger 10N 71Y6139 37.90 
PIM_5528325 
> CONTINUED > 
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SWITCHES & SENSORS 


SWITCHES — LIMIT 


MICRO SWITCH™ SAFETY SWITCHES GSS SERIES 

GLOBAL Honeywell 
Features: GeRir 

© Designed to detect if door is opened ra 
@ Simple mounting and implementation 

@ Metal bodied product 

@ Safety red coloring 

Specificiations: 

@ 2NC/2NO (Positive break on NC contacts) 


; eat aie Seem en @ UL, CSA, CE, IEC 947-5-1, EN60947-5-1 

to 185°F] @ Models with 20mm conduit thread also available; 
© IP67, NEMA, 4, 12, 13, EN60529 ge online or call 

Operating | Price Each 

Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ 
@ GSAA20B Pin Plunger 4PST-2NO,DPST-NC 9.7N 38B6933 257.66 
@ GSAA20C Roller Plunger 4PST-2NO,DPST-NC 9.7N 38B6934 275.12 
@ GSAA20A1B | Side Rotary Roller | 4PST-2NO,DPST-NC 9.7N 38B6932 251.10 
@ GSAA20D Top Roller Arm 4PST-2NO,DPST-NC 9.7N 38B6935 312.44 
PIM_89692 


MICRO SWITCH™ LIMIT SWITCHES GLL SERIES 


MINIATURE ° Honeywell 


RoHS _ 

Compliant 

Available 
®. 


Features: 

© Double break, direct opening snap action contacts conform to 

IEC 60947-5-1-3 

EN50047 mounting 

Double insulated plastic housing 

Integral contact block 

Hinge cover for easy wiring access 

© Sealing to IP66, NEMA 1, 12, 13 

Specifications: 

® Circuitry: 1NO/1NC direct opening snap action 

@ Electrical: AC15,A600, DC13 Q300: 10Amp 
Thermal 

@ Threaded conduit termination 


Operating Price Each 
Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ 
@ GLLAO1A2Y Side Rotary SPDT-1NO,SPDT-NC 12N 164443 46.81 
Adjustable Roller Lever 
@ GLLA01A2B Side Rotary | SPDT-1NO,SPDT-NC 12N 84K8710 37.50 
Pin Plunger 
@ GLLAO1B Top Plunger | SPDT-1NO,SPDT-NC 9.8N 164444 30.37 
Roller Lever 
@ GLLAO1A1B Side Rotary SPDT-1NO,SPDT-NC 12N 164441 13.13 
Roller Plunger 
@ GLLAOIC Top Roller Plunger SPDT-1NO,SPDT-NC 9.8N 16M4445 40.76 
PIM_89496 


MICRO SWITCH™ LIMIT SWITCHES GLS SERIES 
MINIATURE GLOBAL 


Honeywell 


RoHS _ 
Compliant 
Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MICRO SWITCH™ LIMIT SWITCHES GLS SERIES MINIATURE GLOBAL 
(CONT.) 


Operating Price Each 
Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ 
@ GLDA01A2A Side Rotary SPDT-1NO,SPDT-NC 2N 38B6422 66.20 
@ GLDAO1A4J Side Rotary SPDT-1NO,SPDT-NC 2N 38B6425 67.17 
@ GLCA01B Top Plunger SPDT-1NO,SPDT-NC 16N 38B6286 74.92 
@ GLDAO1B Top Plunger SPDT-1NO,SPDT-NC 16N 38B6428 54.36 
@ GLCA01D Top Roller Arm SPDT-1NO,SPDT-NC 10N 38B6287 96.79 
@ GLDAO1D Top Roller Arm SPDT-1NO,SPDT-NC 10N 38B6430 78.05 
@ GLDAOIC Top Roller Plunger | SPDT-1NO,SPDT-NC 16N 38B6429 63.98 
@GLCA01E7B_ | Wobble Coil Spring | SPDT-1NO,SPDT-NC 1.3N 38B6288 83.29 
@GLDAO1E7B_ | Wobble Coil Spring | SPDT-1NO,SPDT-NC 1.3N 38B6431 81.08 
PIM_87047 


MICRO SWITCH™ LIMIT SWITCHES SZL-VL SERIES 
COMPACT Honeywell 


Fig. 2 Fig. 3 


RoHS _ 

Compliant 
Available 
OF 


Fig. 5 Fig. 7 


Features: Diecast base and plastic cover 
@ Ideal for OEM machinery Current rating: 5.0A/0.4A 
@ Rugged and reliable Supply voltage: 250VAC / 125VDC 


e 
e 
e 
© Capable of being mounted in space restricted @ SPDT-1NC/1NO; Double break 
° 
e 
e 


applications Gold plated silver contacts 
© Choose from a wide range of actuators to add Termination: Cable gland 
additional flexibility. IP64 rated 
Specifications: 
Operating Price Each 
Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ 
@ SZL-VL-H Roller Plunger SPDT-1NO,SPDT-NC 8.83N 8601112 = 
@ SZL-VL-A Side Rotary SPDT-1NO,SPDT-NC 5.88N 86C1107 — 
@ SZL-VL-B Side Rotary SPDT-1NO,SPDT-NC 7.84N 7209881 = 
@ SZL-VL-D Top Plunger SPDT-1NO,SPDT-NC 8.83N 8601108 a 
@ SZL-VL-F Wobble Coil Spring | SPDT-1NO,SPDT-NC 0.88N 58K9745 = 
@ SZL-VL-G Wobble Coil Spring | SPDT-1NO,SPDT-NC 0.88N 86C1111 = 
PIM_85536 


MICRO SWITCH™ LIMIT SWITCHES GL SERIES 
GLOBAL 


Features 
© Double break, direct opening normally closed contacts conform 


Honeywell 
Sake ' 

Compliant 

Available 


fo IEC 60947-5-1-3 
@ EN50041 globally accepted mounting standard 
® Suitable for industrial, indoor and outdoor applications 
© Full range of actuator heads and levers 
© Snap action or slow action contacts @) 
Pin Plunger Top Roller Plunger e Gold contacts are available for low energy switching 
Features: Specifications: Specifications - : © Vibration; 
@ Double break, direct opening contacts conformto — @ Electrical; AC15, A300: DC13 Q300, 10 Amp : eee aa Shi SDEROTRY 
IEC 60947-5-1-3 Thermal : Z 3 . ; : 
@ EN50047 globally accepted mounting standard © Temperature; -40C to 85C (-40F to 185F) except * Need closed contacts are positive break Len 
= Sealing up to IPG/NEMAA ae wobble actuators -25C 10 85C (413F to 185F) © Temperature range; -25C to 85C (-13F to 185F) ®@ Mechanical Shock; 50g conforming to IEC 68-2-27 
© Suitable for most industrial applications and @ Mechanical Life; 10 million operations except © Weather sealed to IP 67, NEMA 1.4. 12.& 13 © 4/2 NPT conduit thread 
outdoor environments wobble actuators 0.5 million © Mechanical Life: 15 million 7 erations " 
@ Full range of actuator heads and levers @ Vibration: 10g conforming to IEC 68-2-6 , P 
© Snap action + slow action contact available © Shock: 50g conforming to IEC 68-2-27 Operating Price Each 
© Gold contacts are available for low energy @ 1/2' NPT conduit thread Mfg. Part No. Actuator Contacts Force Stock No. 4-4+ 
switching @ GLAAO1A2A | Adjustable Roller Lever | SPDT-1NO,SPDT-NC | 0.33N-m | 52F8850 | 144.82 
GLS miniature global switches are designed to provide a complete range of globally approved products. Side 5 
rotary versions offer a unique dual bearing design, preventing side loading during application. Compact housing @ GLAA01D Pin Plunger SPDT-1NO,SPDT-NC 9.5N 95F9323_| 169.91 
size is ideal for mounting where space is at a premium. @ GLAANIA Side Rotary SPDT-1NO,SPDT-NC 0.33N 38B6212 | 147.22 
Operating Price Each @ GLAA01B Top Plunger SPDT-1NO,SPDT-NC 16N 95F9321 | 137.79 
Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ @ GLAADIC op Roller Plunger SPDT-1NO,SPDT-NC 16N 95F9322 | 144.82 
@ GLCAOIA1A Side Rotary | SPDT-1NO,SPDT-NC 0.12N 38B6280 82.61 For Pricoleach 
‘or Use 
@ GLCA01A1B Side Rotary | SPDT-1NO,SPDT-NC 0.12N 38B6281 80.70 Mfg. Part No. With Stock No. 11-44 
@ GLCA01A2A Side Rotary | SPDT-1NO,SPDT-NC 0.12N 38B6282_ | 87.13 @GLZ51A Honeywell GLS Series Global Limit Switches 38B6881 26.07 
@ GLCA01A2B Side Rotary | SPDT-1NO,SPDT-NC 0.12N 3836283 99.96 @ GLZ51B Honeywell GLS Series Global Limit Switches 38B6882 28.28 
@GLCADIAA) | Side Rotary | SPDT-INO,SPDTNC | _0.12N 3886264 | 91,65 @ GLZ52A Honeywell GLS Series Global Limit Switches 38B6884 37.81 
@ GLCA01K8A Side Rotary | SPDT-1NO,SPDT-NC 0.9N 38B6289 80.60 Biases 
@ GLDAOIA1A Side Rotary | SPDT-1NO,SPDT-NC 2N 38B6420 60.39 : 
> CONTINUED > 
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SWITCHES & SENSORS 


SWITCHES — LIMIT 


MICRO SWITCH™ LEVERS FOR ROTARY- MICRO SWITCH™ LEVERS FOR ROTARY-ACTUATED SWITCHES (CONT.) 
ACTUATED SWITCHES Honeywell Force Price Each 
Mfg. Part No. Description With Stock No.|  1-1-4+ 
@1LSZ51C Roller Lever Actuator | Honeywell HDLS Series Limit and} 23F4863 | 30.01 
Enclosed Switches 
@LSZ51A Roller Lever Actuator | Honeywell HDLS Series Limit and} 53K5766 | 30.01 
Enclosed Switches 
@1SZ51D Roller Lever Actuator Honeywell HDLS Series Limit and) 53K5767 | 23.93 


Enclosed Switches 


@LSZ54R _—_| Spring Wire Lever Actuator | Honeywell HDLS Series Limit and| 23F4877 | 43.90 
Enclosed Switches 


@LSZ1M Switch Actuator Honeywell HDLS Series Limit and| 88F5642 | 152.09 
LSZ52K LSZ68 LSZ54N Enclosed Switches 


RoHS PIM_3504 
Gepien pliant 
Available 


MICRO SWITCH™ LIMIT SWITCHES - HEAVY DUTY Honeywell 


Features: 
© Robust switch RoHS | 
© Wide variety of actuators circuitry and body styles allows for Geeeinpian 


design flexibility 
© Low temp seals can be used outdoors 
@ Exceeds IP67 for harsh duty applications 


LSZ51B © Applications: Material handling, agric. euip., off-road equip., 
industrial machinery 
Lsze1 © Gold contacts are available for low energy switching 
Operating Price Each Specifications: © Seal- 
Mfg. Part No. Actuator Force Stock No. 1-4+ 7 giana pela Ra0d ne 
: ) ingle Pole: i ; f 
ort in iunget abibozt 257.4888 = © Double Pole: AC15, 8600; DC13 R300 66, 67; 
@ LSXZ3K Side Rotary 0.45N-m 52F8866 149.90 © Size: 4.69 “(H) x 1.88” (W) x 1.78” (D) NEMA 1, 3, 4, 4X, 6, 6P, 12, 13 
Price Each @ (On) = Momentary; On = Maintained 
ae For Use peaicelbachy Side rotary limit switch heads can be field-adjusted in four positions and actuators can be field-adjusted for 
Mfg. Part No. Description With Stock No.| 1-1-4+ CW, CCW or both operations. Corrosion-resistant zinc head and body are epoxy-finished. Stainless steel 
@LSZ52A _| Adjustable Radius Roller Lever Actuator | Honeywell HDLS Series | 23F4867 41.80 side rotary shaft . NEMA 1,3,4,4X, 6,6P,13. Order levers for rotary actuated switches separately online or call. 
Limit and Enclosed Manifold-mount, low temperature, fully-potted, preleaded, gravity-return stainless steel, quick connect, viton 
Switches steel, wobble, and other limit switch versions available; go online or call. 
@1LSZ52J Adjustable Radius Roller Lever Actuator | Honeywell HDLS Series | 23F4871 53.92 fe) i Price Each 
Sg perating ECE 
Limit ena nee losed Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ 
@1SZ52K _ | Adjustable Radius Roller Lever Actuator | Honeywell HDLS Series | 23F4872 55.80 SISciA Plunge SED ENO eEUING an SSSA asi 
Limit. and Enclosed @LSDIA Roller Plunger | SPDT-1NO,SPDT-NC 17.79N 53K5748 292.15 
Switches Center Neutral, 1/2 in Conduit 
@LSZ54 Adjustable Radius Roller Lever Actuator | Honeywell HDLS Series | 23F4874 36.96 @ LSM7N Side Rotary DPST-NO,DPST-NC 0.45N 23F4823 334.42 
Limit and Enclosed C 
Switches enter Neutral, Plug In 
@LSZ52B _| Adjustable Radius Roller Lever Actuator | Honeywell HDLS Series | 53K5768 43.90 SSM) Side Rotary DES ENO DES TNG uty ee Soon 
Limit and Enclosed Center Neutral, Plug In, 1/2 in Conduit 
Switches @ LSM6D Side Rotary DPST-NO,DPST-NC 0.45N 53K5752 296.44 
@1SZ52C _| Adjustable Radius Roller Lever Actuator | Honeywell HDLS Series | 53K5769 40.11 Maintained 
Limit and Enclosed - 
Switches @LSNIA Side Rotary SPDT-1NO,SPDT-NC 0.45N 23F4824 257.87 
@LSZ52D _| Adjustable Radius Roller Lever Actuator | Honeywell HDLS Series | 53K5770 35.53 Momentary 
Limit and Enclosed @ LSA3K Side Rotary SPDT-1NO,SPDT-NC 0.45N 53K5743 208.50 
Adjustable Roll H a HDS Series | 23F4873 Momieneny Men Sond 
@1LSZ52M justable Roller loneywe LS Series 75.06 7 7 7 
Limit’ and  Enélosed @ LSAZL Side Rotary DPST-NO,DPST-NC 0.45N 23F4795 263.26 
Switches Momentary, Adjustable 
@1SZ61 Flexible Loop Actuator Honeywell HDLS Series | 53K5771 38.43 @LSWIA Plunger SPDT-1NO,SPDT-NC 26.69N 23F4839 286.43 
ae Enclosed Momentary, Gold Contacts 
witches - 
Side Rotai SPDT-1NO,SPDT-NC 0.45N 23F4788 
@1SZ618 Flexible Loop Lever Honeywell HDLS Series} 39B731 57.77 Bishie - Hy 244.43 
limit’ ‘and _ Eficlosed! Momentary, High Temperature 
Switches @ LSYAB3K Side Rotary SPDT-1NO,SPDT-NC 0.45N 23F4845 271.04 
@LSZ1JGN Operating Head Honeywell HDLS Series 39B462 | 161.10 Momentary, Low Pre Travel 
Limi ae losed @ LSP3K Side Rotary SPDT-1NO,SPDT-NC 0.45N 53K5754 235.26 
@ LSZ7A6B Plug-IN Unit Honeywell HDLS Series| 23F4857 | 232.69 Momentary, Low Pre Travel & Torque 
Limit. and Enclosed @LSH1A Side Rotary SPDT-1NO,SPDT-NC 0.19N 05M0539 336.37 
Switches Momentary, Neon Indicator 
@LSZ54M Rod Actuator Honeywell HDLS Series | 23F4875 43.42 @ LSA5A Side Rotary SPDT-1NO,SPDT-NC 0.45N 05M0535 277.48 
Limit and Enclosed Mi tary, Plug | 
Switches lomentary, Plug In 
@ LSZ54N Rod Actuator Honeywell HDLS Series | 23F4876 | 36.51 @LSFIA Plunget__| SPDT-INO,SPDT-NC | 26.69N | BR2SEABO/A eiaatas 
Limit and Enclosed @LSBIA Rotary SPDT-1NO,SPDT-NC 0.28N 53K5746 310.72 
Switches @LSEIA Side Plunger | SPDT-1NO,SPDT-NC 26.7N 23F4805 287.02 
@ LSZ54P Rod Lever oe eT HOLS Sere: ee @ LSA2B Side Rotary | DPST-NO,DPST-NC 0.45N 23F4790 | 277.67 
7 Switches @LSAIA Side Rotary SPDT-1NO,SPDT-NC 0.45N 23F4784 253.75 
@ LSZ68 Rod With Spring Actuator Honeywell HDLS Series] 53K5772| 54.58 Momentary, Plug In, 1/2 in Conduit 
Limit and Enclosed @ LSA6B Side Rotary DPST-NO,DPST-NC 0.45N 53K5745 271.43 
FYEae SaIEEL 7 ae Series REE Momentary, Plug In, Low Pre Travel 
L oller Lever loneywel LS Series 32.65 picpin | GidaRaan | SPDTGNOSPDTAIC |) AEN En Ea eee 
Limit’ and  Enélosed @LSPIA Side Rotary SPDT-1NO,SPDT-NC 0.45N 53K5753 243.56 
Switches PIM_3503 
@LSZ51L Roller Lever Honeywell HDLS Series | 51F2657 54.34 
Limit and Enclosed 
Switches 
@1SZ51B Roller Lever Actuator Honeywell HDLS Series} 23F4862 BNA 
Limit and Enclosed 
Switches 
> CONTINUED > 
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SWITCHES — LIMIT 


MICRO SWITCH™ LIMIT SWITCHES LS SERIES Honeywell SWITCHES LIMIT Honeywell 


Features: Features: 

© Mode of operation is field adjustable RoHS @ Multi use explosion proof sealed switch RoHS 

@ Meets NEMA 1, 3, 4, 6 and 13 standards Gee eimoian © Small package size Osa 
© Wide choice of heads and actuators a Available 


® Housing mounts from 4 sides 

© Compact for multiple applications ideal for use in valves 
and valve actuator 

Specifications: OEE 


© Contact rating: 10A/15A at 125VAC or 250VAC ; 
@ Explosion-proof switches have smallest UL listed 
housings for hazardous locations ausheSmiTcH g. 


@ Meet NEMA 1, 7 and 9. Housing mounts from 
4 sides 

© Body Dim.: 3.66"L x 2.02"W x 2.56"H 

© Temperature range: -40°C to 71°C (-40°F to 


© Captive screws 

Specifications: 

© Electrical Ratings: 10A at 120, 240, or 480VAC; 
1/3HP at 120VAC; 3/4HP a 240VAC 

@ Resistive Ratings: 0.8A @ 115VDC; 0.1A@ 
550VDC 

@ Pilot Duty, 600VAC Max. 


oO 


i Price Each 160°F) : 
Mfg. Part No. Actuator Contacts vee Stock No. 1-4+ @ UL, CSA, ATEX, IEC EX certified EX-AR 
@3LS1 Side Roller Plunger | SPDT-1NO,SPDT-NC 40.03N 53K5932 369.03 5 
, Operating | Price Each 
@ 1LS19 Side Rotary SFDT 0.51N-m ) 295.95 Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ 
@ 1LS56 Side Rotary SPDT-1NO,SPDT-NC | 0.11N-m 53K5926 286.26 @ OPD-AR = DPDT Doct 05M0949 401.27 
eis Side Rotary | SPDT-INO,SPOTNG | O.10N-m [E2SEICSIESOSE2 =“ @OP-AR Roller Lever SPDT 1.25Ibf 73K2438__| 287.79 
Pils! Side Rotary _| SPOTINO.SPDT-NC | 0.51N-m_|RSSBS20E5 ZB oIA2 @ EX-AR3O Roller Lever SPDT 25h 23F5077 | 588.14 
@ 1LS1-L Side Rotary SPDT-1NO,SPDT-NC | 0.51N-m 53K5921 297.41 @ EXD-AR3 Side Rotary DPDT 1 5ibf 23F5084 867.13 
@ 1LS2 Side Rotary SPDT-1NO,SPDT-NC | 0.51N-m 53K5924 TAL @EX-AR Side Rotary SPDT 1 25lbF 23F5075 470.22 
@ 1LS3 Side Rotary SPDT-1NO,SPDT-NC 0.51N-m 53K5925 320.70 @EXQ | Top Plunger | SPoT. | aif | oamg0a0 | 725.60 
@ 1LS9 Side Rotary SPDT-1NO,SPDT-NC 4.5in-Ib 23F1846 263.21 SNe 
@ 1LS23 Side Rotary SPDT-1NO,SPDT-NC 30in-oz 23F1849 270.99 ‘ 
@ 2151 Top Plunger SPDT-1NO,SPDT-NC 31.14N 53K5928 285.01 MICRO SWITCH™ LIMIT SWITCHES BAF1 AND 
@5LS1 Top Roller Plunger | SPDT-1NO,SPDT-NC Tlbf 23F2019 336.09 DTF2 SERIES HIGH-CAPACITY ENCLOSED Honeywell 
@ 208LS152 Wobble Coil Spring | SPDT-1NO,SPDT-NC Sozf 23F 2277 272.62 
@ 8LS3 Wobble Coil Spring | SPDT-1NO,SPDT-NC Sozf 53K5970 323.68 sia ‘pe rel 
@8LS1 Wobble Rod SPDT-1NO,SPDT-NC Sozf 23F4162 306.75 Features: re 
a PHgaey] —¢ Mow NEMA 34 and 13 requromens Sea rie 
Mfg. Part No. With Stock No. 1-1-4+ © Zinc housing with 3-hole mounting A @ 
@ 6PAG63 Honeywell LS Series Limit Switches 23F2051 85.26 Hazard Location 
@ 6PA121 Honeywell LS Series Limit Switches 23F2055 40.04 Elastomer boot protects actuating mechanism and 
@ 18PA1 LS Series 53K5927 92.35 internal switch. Seal gasket between cover plate and the 
aa Caper enclosures. Actuator position is “right” (suffix-RH) or “left” 
@ 9PAI5 Honeywell LS Series Limit Switches 53K5971 157.51 (suffix-LH) when looking at name plate. 4.00"L x 1.30’W x 
@ 9PA16 Honeywell LS Series Limit Switches 53K5972 129.34 2.16"H + actuator. 
@ 9PA42 Honeywell LS Series Limit Switches 53K5973 194.91 With Seal Boot, Left-Hand Actuator 
@ 9PA58 Honeywell LS Series Limit Switches 73K1500 261.75 BAF1 
PIM_3409 Operating Price Each 
Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ 
MICRO SWITCH™ LIMIT SWITCHES SL1 SERIES Hone | ee ee nied 2N ee ees 
COMPACT ywe @ DTF2-2RN-LH Top Plunger DPDT 11.2N 04M8784 | 344.96 
Features: = RoHS @ BAF1-2RN-RH Top Plunger SPDT 11.2N 23F5036 244.70 
® Compact limit switches Seperate @ BAF1-2RN2-RH_|__Top Roller Arm SPDT 8.9N | 23F5038 | 312.82 
: Tape nae uipment miniaturization SAR R2RNZ Top Roller Arm BEDI 8.9N RY 304.81 
© Rugged zinc diecast hele ) G @ BAF12RQ9RH Top Roller Plunger SPDT 11.1N 04M8338 219.05 
@ Snap-in terminal enclosure @ BAF1-2RQ9-LH Top Roller Plunger | SPDT-1NO,SPDT-NC 11.2N 23F5041 342.79 
See and wang OO @ BAF1-2RN18-LH_| Wobble Coil Spring SPDT i 23F5039 | 322.83 
© Circuitry: SPDT @ BAF1-2RN18-RH | Wobble Coil Spring SPDT tae 53K5622 326.34 
Meet NEMA Enclosure Types 3, 4 and 13 and IEC @ BAF13CN18X1__| Wobble Coil Spring | SPDT-1NO,SPDT-NC | 6.67N | 04M8339 | 486.63 
e Sidentiiier x 0.70W x 1.78"D (32.4x18 Electrical rating: 5A, 125/250VAC PIM_2952 
x 45.4) © Gold plated contacts are rated at 0.1 A, 
* Operating empereve Range: OC NS MICRO SWITCH™ LIMIT SWITCHES 914CE SERIES J MT 
=asEay _ MINIATURE PREWIRED ENCLOSED oneywe 
Operating SS} Features: a RoHS 
Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ Rugged switch in miniature package Geetinoint 
@SL1-D Cross Roller Plunger SPDT 11.8N 48F2821 213.35 @ Rugged zinc housing 6 
@ SL1-KK Cross Roller Plunger | SPDT-1NO,SPDT-NC | 11.8N | 31M8020 | 261.59 ® Sealed for use in indoor or outdoor applications A G 
@ SLi-H Top Plunger SPDT 11.8N | 05M1276 | 176.78 Aaah ° he 
@SLt-P Top Roller Arm SPDT 3.92N | 05M1277 | 231.04 @ Plastic molding equipment 46, 
@SLI1-A Top Roller Plunger SPDT 11.8N | 15M1945 | 210.27 © Off-road equipment 6P, 13, 
@ SLI-EK Top Roller Plunger SPDT 11.8N | 05M1275 | 175.40 wie 
PIM_3053 © SPDT. UL Rating: 5 Amps, 1/10HP, 125 or 250VAC 
@ Last Digit in mfg. part no. = Cable length in ft. 
© Dimensions: 1.74H x 0.63W x 1.58"D P65,66,67 
Operating Price Each 
Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ 
@ 914CE3-9 Cross Roller Plunger | SPDT-1NO,SPDT-NC 2.7\bf 23F2352 160.42 
@ 914CE3-6 Cross Roller Plunger | SPDT-1NO,SPDT-NC 2.75|bf 05M3052 146.72 
@ 914CE3-3 Cross Roller Plunger | SPDT-1NO,SPDT-NC 2.75lbf 23F2350 76.90 
@ 914CE1-3 Pin Plunger SPDT-1NO,SPDT-NC 2.75\bf 05M3035 | 117.11 
@ 914CE19-3 Plunger SPDT 5ibf 05M3044 | 174.99 
ei 2 @ 914CE18Q Plunger SPDT-1NO,SPDT-NC Slbf 50B5614 165.88 
PIM_5624814 @ 914CE16-6 Side Rotary SPDT 3in-lb 05M3038 178.56 
@ 914CE16-9 Side Rotary SPDT 3in-Ib 05M3039 | 369.68 
@ 914CE16-3 Side Rotary SPDT 3in-Ib 16M3469 162.22 
> CONTINUED > 
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SWITCHES & SENSORS 


SWITCHES — LIMIT 


MICRO SWITCH™ LIMIT SWITCHES 914CE SERIES MINIATURE PREWIRED _—DIVERSE GENERAL PURPOSE LIMIT SWITCHES (CONT.) 


ENCLOSED (CONT.) Operating Price Each 
Operating Price Each Mfg. Part No. Actuator Contacts Force Stock No. 1+ 
Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ @ D4A-2918-N Roller Lever DPDT 0.39N-m 50B6285 236.71 
@ 914CE16-Q Side Rotary SPDT 3in-lb 99B6566 184.66 @ D4A-2501-N Roller Lever DPDT 0.39N-m 92B4196 245.07 
@ 914CE18-9 Top Plunger SPOT Sib 99F7668 | 160.88 @ D4A-1101N Roller Lever SPDT 0.39N-m 35C0456 141.66 
@ 914CE1-6 Top Plunger SPDT-1NO,SPDT-NC 2.7\bf 05M3036 | 147.11 @ D4A-1116N Wobble Rod SPDT 1.47N 35C0458 215.58 
@ 914CE1-9 Top Plunger SPDT-1NO,SPDT-NC 2.75\bf 05M3037 | 148.76 7 
For Use Price Each 
@ 914CE18-3 Top eee SPDT-1NO,SPDT-NC 5lbi 05M3040 | 152.69 Mfg. Part No. Type With Stock No.| 1-1-4 
@ 914CE18-6 Top Plunger! __| SPDT-INO,SPDT-NC | __ Sibi CSMS022 Ri MaISSe0 @ D4A-A00 _| Stainless Steel Roller | Omron D4AN Series Side Rotary Switches | 18M7236 | 36,06 
@ 914CE2-3A Top Roller Plunger SPDT 2.75\bf 05M3049 161.83 Lever Actuator 
@ 914CE2-Q Top Roller Plunger SPDT 11.8N 52F8849 164.24 @D4A-D00 | Adjustable Stainless | Omron D4A-N Series Side Rotary Switches | 18M7237 | 42.03 
@ 914CE31-3L1 | Top Roller Plunger SPDT 17.5N 40B723 | 172.71 Steel es Lever 
wacky Top Roller Plunger_| SPDINO,SPOT-NG | 2.65Ibf | RUSHSUESI Maire @D4A-C00 | Adjustable Stainless | Omron D4AN Series Side Rotary Switches | 35c0454 | 44.66 
@ 914CE2-9 Top Roller Plunger | SPDT-1NO,SPDT-NC 2.7\bf 05M3047 | 170.35 Steel Roller Lever 
@ 914CE2-6 Top Roller Plunger | SPDT-1NO,SPDT-NC 2.7\bf 16M3470 | 158.23 Actuator 
@ 914CE20-3 Wobble Coil Spring | SPDT-1NO,SPDT-NC 2ozf 05M3048 | 162.11 PIM_69561 
PIM_2951 
<= ENCLOSED LIMIT SWITCHES om RON 
MICRO SWITCH™ LIMIT SWITCHES E6/V6 ZE series enclosed limit switches feature large switching 
COMPACT ENCLOSED Honeywell capacity and long service life, with a mechanical life of 10 million AUTOMATION. Ste 
operations minimum. Rated: 15A @ 125 and 250VAC, and 10A Soper 
ate fant @ 480VAC-. Sealed die-cast housing with side mounting design. Available 
alae Operating temperature range: -14°F to +176°F. Dimensions e 
3.4W x 1.0’D (86W x 25.4mmD); for height, see table below. Al G 
AY G Meets IEC enclosure IP65 classification and NEMA enclosure 
types 1, 2, 3, 4, and 5. UL recognized, CSA certified. 
COIL SPRING 
BZE6-2RN4 Price Each 
Features: © SPDT switches are 15A @ 125, 250, or 480VAC Operating WEtICe SacI 
® Original Micro Switch over 50 years of installed and 2A @ 600VAC; 0.5A @ 125VDC and 0.25A @ Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ 
Les " ; coh We Hp @ ah aie ae @ ZE-N-2S Pin Plunger SPDT 7.85N 52F4216 95.21 
@ Precision switching mechanism e switches are rate ani ; 
© Boot versions meet IP66, NEMA ‘1,3,4foruse in _0.3A@ 125VDC and 0.15A @ 250VDC @ ZE-NA2-28 Roller Lever Ss 6.28N 52F4218 | 101.58 
harsh applications © Switch body dimensions: 3.04L x 1.00W x 1.75"H @ ZE-N22-2S Roller Plunger SPDT 4.5N 52F4217 105.00 
@ Multiple actuators for design versatility © Boot versions: NEMA 1, 3, 4; IP66 @ ZE-NJ-2S Wobble Coil Spring SPDT 1.47N 418M7860 405.00 
© Applications: Off road equipment, industrial © Without seal boot: NEMA 1; 1P40 
machinery, refuse vehicles, balers\compactors @ Venpt Conduit PIM_3033 


Specifications: © Temperature: -32C to 71C (-24F to 160F) SSS 
E6 series side-mount and V6 series flange-mount switches include seal boots along with a combination 
insulator-seal cemented inside the bottom enclosure. Both switch types have cast zinc housings. Field- DIRECT-OPENING SNAP ACTION LIMIT SWITCHES om RON 


adjustable 360° horizontally and 225° vertically. Epoxy filled preleaded versions are available; go online or 


call Newark AUTOMATION & SAFETY 
Operating Price Each Getinpian 
Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ Available 
@ BZE6-2RQ81_ | Cross Roller Plunger SPDT 3.7N 04M8416 | 153.22 AY @ 
@ BZE6-2RN4 Palm Button SPDT 5.6N 23F4295 221.99 
@ DTE6-2RN Top Plunger DPD 16.5N | 23F4220 | 204.76 
@ BZE6-2RQ Top Plunger SPDT 3.7N 04M8412 77.08 
@ BZE6-2RN Top Plunger SPD 6.7N 04M8405 101.26 
@ BZE6-2RN7 Top Plunger SPD 6.7N | o4madio | 126.48 RollerLever 
@ BZE6-2RN34 Top Plunger SPDT 10.9N 048409 135.32 D4B series limit switches feature direct-opening mechanism. Positive action switching assures contact opening 
eazeeams | TopPinge | SFOTNOS°OTNC [670 [S58 [108 i a Oe 
@ DTE6-2RN2 Top Roller Arm DPD 13.4N | 048783 | 282.47 operation: CW, CCW, and CW+CCW. IP67 and NEMA 3, 4, 4x, 6P, and 13. UL recognized, CSA certified, CE 
@ BZE6-2RQ2 Top Roller Arm SPD 5N 04M8413 145.48 compliant. TUV approved except mfg. part no. D4B-3181N. 
@ BZE6-2RN2 Top Roller Arm SPDT 5.6N 04M8407 | 140.43 Operating Price Each 
@ BZV6-2RN2 Top Roller Arm SPDT 5.6N 23F4219 158.65 Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ 
@ BZE6-2RN28 Top Roller Arm SPD 5.6N 048408 184.89 One Touch Connector, General-Purpose, Roller Plunger 
@ DTE6-2RQ9 Top Roller Plunger DPD 13.4N 23F5068 | 273.96 @ D4E-1A10N Roller Lever SPDT 11.77N 1701376 101.07 
@ BZE6-2RQ8 Top Roller Plunger SPDT 3.7N 04ms4i5 | 130.39 One Touch Connector, General-Purpose, Sealed Roller Plunger 
@ BZE6-2RQ9 Top Roller Plunger SPDT 3.7N 04M8417 151.10 @ D4E-1D10N Roller Lever SPDT 11.77N 2704376 172.10 
@BZE6-2RN80 | Top Roller Plunger SPDT 6.7N 04M8411 | 165.20 Panel Mount Crossroller Plunger 
@ BZE6-RQ8X2 Top Roller Plunger | SPDT-1NO,SPDT-NC 6.7N 23F4292 203.66 @ D4MC-5040 Cross Roller Plunger SPDT 5.88N 50B6289 70.56 
@BZE6-2RN18 | Wobble Coil Spring | SPDT-1NO,SPDT-NC 2N o4me406 | 173.74 Screw Terminal General Purpose without Cable, Roller Plunger 
PIM_2949 @ D4E-1A20N Roller Lever SPDT 11.77N 9484251 | 104.34 
Short Hinge Roller Lever 
“ Py 
DIVER OE GENERSE PURE oe all SWITEHES om RON Smaaicel with GET bea Pin — 3m Saale — — 
@ Oiltight, Watertight Construction Meets NEMA 3, 4, 4x, 6P ———) H 
and 13 4 ) AUTOMATION & SAFETY @ D4C-1631 Straight Lever SPDT 11.77N 37B9883 191.79 
: Convener Front Mounting, Easy Installation and Maintenance | epiins ih Standard Switch with Indicator, Sealed Roller Plunger, 3m Cable Lenght 
e UL Te CckCener sia a aa Available @ D4C-1632 Roller Plunger SPDT 17.65N 92B1753 153.32 


@) @ PIM_3027 


‘STANDARD SIDE 
ROTARY 
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SWITCHES & SENSORS 
SWITCHES — LIMIT 


COMPACT PRE-WIRED ENCLOSED SWITCHES 


DAC series limit switches feature rugged die-cast housing and 
triple-sealed construction for harsh environments. Accept loads 
of up to 5A @ 250VAC. Units come pre-wired with 9.8’ (3M) of 
SJTO cable. Slim profile body: 1.96H x 1.57W x 0.62"D (50H 
x 40W x 16mmD) for easy gang-mounting. Mechanical life: 10 
million cycles minimum. Meets IP67 and NEMA types 3, 4, and 
13. UL listed, CSA certified. 


OMRON 


AUTOMATION & SAFETY 


RoHS — 
Compliant 
Available 


ROLLER LEVER 


Operating Price Each 
Mfg. Part No. Actuator Contacts Force Stock No. 1-4+ 
@ D4C-1603 Cross Roller Plunger SPDT 6.86N 18M7249 181.61 
@ D4C-1601 Pin Plunger SPDT 11.77N 18M7247 150.25 
@ D4C-1620 Roller Lever SPDT 5.69N 18M7250 178.07 
@ D4C-1602 Roller Plunger SPDT 11.77N 18M7248 154.08 
Standard Switch with Indicator, Sealed Pin Plunger, 3m Cable Lenght 
@ D4C-1631 Straight Lever SPDT 11.77N 37B9883 191.79 
PIM_3025 
9007C LIMIT SWITCHES ‘ 
@ Rated NEMA 6P and UL Type 6P Schneider 
e Heyy Diy aise ee) bone et Contacts & Electric 
. 3 
e eae oa Head aia @) G 
@ Plungers Have a Pre-Travel of 0.08” and a Total Travel of 0.25” 
© Standard Lever Arm Units Have a Pre-Travel of 10° and Total C € 
Travel of 90° 
e a differential units have a pre-travel of 5° and a total travel 
e lee arms and replacement parts ordered separately 
Operating Price Each 
Mfg. Part No. Actuator Contacts Force Stock No. 1+ 
9007C62A2 Lever Arm 4PST-2NO,DPST-NC 4in-lb 17B1445 265.31 
9007C68T10 Lever Arm 4PST-2NO,DPST-NC 4in-lb 17B1475 307.52 
9007C54C Lever Arm SPDT-1NO,SPDT-NC 3in-Ib 17B1421 254.26 
9007C62B2 Side Rotary DPST-NO,DPST-NC 4in-lb 16F2867 272.64 
9007C54B2 Side Rotary SPDT-1NO,SPDT-NC 4in-lb 16F2866 242.28 
9007C54A2 Side Rotary SPDT-1NO,SPDT-NC 4in-lb 17B1398 239.70 
9007C52B2 Side Rotary SPDT-1NO,SPDT-NC 4in-lb 17B1379 238.95 
9007C54D Top Roller Plunger | SPDT-1NO,SPDT-NC 3ibi 96F3437 264.72 
9007C52D Top Roller Plunger | SPDT-1NO,SPDT-NC 3b 17B1381 263.40 
PIM_2734 


OSISWITCH COMPACT AND MINIATURE MODULAR . 
LIMIT SWITCHES Schneider 


Fig. 1 
Fig. 5 Fig. 6 Fig. 7 Fig. 8 
© Full Part Number: Lever + Head + Body + Conduit | Compact Version Body Dimen- rid Fant 
Opening* sions: 31 x 65 x 30mm Myalable 
@ Totally Modular Limit Switches Can Be Quickly @ Miniature Version Body Dimen- 
Modified sions: 30 x 50 x 18mm 
@ Heads Can Rotate 360° in 15° Increments on © Temperature Rating: -13°F to +158°F (-25°C to 
Body, Levers Can Rotate on Heads +70°C) 


@ Heads and Levers Can Be Interchanged between _—® ‘Plastic or Metal Enclosure Material 


Compact and Miniature Body Styles © Contact Block: 1 N.O. + 1 N.C. Snap-Action 
@ Miniature Version Has Side or Bottom Cable Entry 
Price Each 
Mfg. Part No. Contacts Stock No. i+ 
ZCMD21L5 fe 04H6160 122.05 
ZCP21 DPST-1NO,SPST-NC 06H0590 38.03 
> CONTINUED > 
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OSISWITCH COMPACT AND MINIATURE MODULAR LIMIT SWITCHES 
(CONT.) 


For Use Price Each 
Mfg. Part No. With StockNo. | 1-4-9+ 
@ ZCE01 XC Series 04H6154 20.01 
@ ZCE02 Schneider Type C Limit Switches 04H6155 26.75 
@ ZCE10 Schneider Type C Limit Switches 04H6156 14.05 
@ ZCE21 Schneider Type C Limit Switches 04H6157 27.11 
@ZCY16 Schneider XCM Series Miniature Limit Switches 04H6161 5.84 
@ZCY18 Schneider XCM Series Miniature Limit Switches 04H6162 2.99 
@ZCY45 Schneider XCM Series Miniature Limit Switches 04H6163 11.33 
PIM_73731 
XCK-J LIMIT SWITCHES Schneider 


Non-Plug-in Version Rated 10A 
Temperature Range: -25°C to +70°C 
1/2” NPT Cable Entry 

IP66 Rated 

Insulation Voltage: 300VAC. 

UL Listed, CSA Certified 


G@ Electric 
O€ 


Operating Price Each 
Mfg. Part No. Actuator Contacts Force Stock No. i+ 
XCKJ20541H7 Roller Lever SPDT 33.33in-oz 96F1931 234.93 
PIM_2724 


LIMIT SWITCH LEVER ARMS AND REPLACEMENT 


ISQUARE ETS 


PARTS 
by Schneider Electric 
limit switch head 
Switch Actuator 
Price Each 
Mfg. Part No. Contacts Stock No. [i 
9007C062 DPST-NO,DPST-NC 17B1326 194.44 
9007C054 SPDT-1NO,SPDT-NC 17B1313 140.69 
For Use Price Each 
Mfg. Part No. With Stock No. 1+ 
9007MA11 Square D Type AW and C Limit Switches 16F2868 23.33 
9007B Square D Type C Heavy Duty Limit Switches 17B1200 80.85 
9007BA1 Square D Type AW and C Limit Switches 17B1201 31.09 
9007C Square D Type C Heavy Duty Limit Switches 17B1270 115.90 
9007CA1 Square D Type AW and C Limit Switches 17B1272 43.92 
9007CT54 Schneider Limit Switches 17B1365 41.62 
9007CT62 Schneider Limit Switches 17B1370 44.72 
9007D Square D Type C Heavy Duty Limit Switches 17B1487 108.00 
9007DA1 Square D Type AW and C Limit Switches 17B1489 43.92 
9007DA11 Square D Type AW and C Limit Switches 17B1492 43.92 
9007EA11 Square D Type AW and C Limit Switches 17B1521 38.73 
9007FA1 Square D Type AW and C Limit Switches 17B1544 41.16 
9007FA3 Square D Type AW and C Limit Switches 17B1547 39.34 
9007FA5 Square D Type AW and C Limit Switches 17B1548 54.25 
9007FA6 Square D Type AW and C Limit Switches 17B1549 50.37 
9007HA1 Square D Type AW and C Limit Switches 17B1566 39.54 
9007HA22 Square D Type AW and C Limit Switches 17B1570 54.25 
9007HAS Square D Type AW and C Limit Switches 17B1576 38.73 
9007KA1 Square D Type AW and C Limit Switches 17B1588 39.54 
9007L Square D Type C Heavy Duty Limit Switches 17B1600 31.00 
9007MA1 Square D Type AW and C Limit Switches 17B1615 23.33 
9007MA18 Square D Type AW and C Limit Switches 17B1622 23.33 
9007N Square D Type C Heavy Duty Limit Switches 17B1663 117.90 
9007CA11 Square D Type AW and C Limit Switches 1709883 43.92 
9007EA1 Square D Type AW and C Limit Switches 1709918 39.54 
9007HA4 Square D Type AW and C Limit Switches 1709920 38.73 
9007A Square D Type C Heavy Duty Limit Switches 88F4214 89.95 
PIM_80120 
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9007MS SERIES LIMIT SWITCHES MINIATURE 
POTTED 39MM METAL BODY 

© Contact configuration: SPDT-1NO/1NC 

Current rating: 10A 

Voltage rating: 240VAC, 28VDC 

NEMA types: 1, 2, 4, 6, 6P, 12, 13 

IEC types: IP67 

-40°F to +221°F (-40°C to +105°C) 

Extended temp range version and connector options 

available; go online or call 

© Bottom or side cable entry and strain relief 

@ Full range of 12 operating heads 

9007 (MS) miniature switches meet the need for very small, 
enclosed switches with environmental sealing. Housings 

are rugged die cast zinc construction. Excellent sealing is achieved with an epoxy compound encapsulation 
of the electrical cable connections and switch housing. The 9007 MS limit switches have a full range of 


[SQUARE ET} 


by Schneider Electric 


RoHS _ 
Compliant 
Available 


styles available, including top push plunger, parallel roller plunger, cross roller plunger, rotary lever and omni- 
directional whisker. Factory pre-wiring with industrial grade cable (type SJTO) eliminates the need to remove 
the cover to wire the switch. Bottom or side entrance cable connections and bottom or side connectors are 
available along with a symmetrical design and top mounting holes for easy gang mounting of several switches 
for multiple switching. 
Operating | Price Each 
Mfg. Part No. Actuator Contacts Force Stock No. ‘ee 
9007MS02S0100 Roller Plunger SPDT 800z 17B1643 159.81 
9007MS02S0300 Roller Plunger SPDT 800z 17B1647 134.16 
@ 9007MS02S0102 Roller Plunger SPDT 800z 17B1644 138.50 
@ 9007MS03S0100 Roller Plunger SPDT 800z! 17B1649 132.45 
@ 9007MS04S0202 Rotary SPDT 48in-oz 20K6879 257.64 
9007MS01S0300 Top Plunger SPDT 800z! 17B1639 130.97 
9007MS01S0100 Top Plunger SPDT 800z! 17B1637 113.85 
@ 9007MS01S0500 Top Plunger SPDT 800z! 17B1641 154.34 
9007MS10S0300 Top Plunger SPDT 800z! 50B7873 128.97 
For Use Price Each 
Mfg. Part No. Description With Stock No. 1+ 
@7D METAL LEVERARM | Square D Type MS Limit Switches | 16B6221 30.43 
@7DN METAL LEVERARM | Square D Type MS Limit Switches 16B6222 41.75 
@7Ss NYLON SPRING Square D Type MS Limit Switches 16B6230 42.49 
@ 7A3N W/NYLON ROLLER Square D Type MS Limit Switches 16B6213 35.92 
@ 7A4N WINYLON ROLLER | Square D Type MS Limit Switches | 16B6214 49.34 
@7BiN WINYLON ROLLER | Square D Type MS Limit Switches 16B6218 59.60 
@7AIN WI/NYLON ROLLER | Square D Type MS Limit Switches 16B6211 23.69 
@7Al WI/STEEL ROLLER | Square D Type MS Limit Switches | 16B6210 26.71 
@7E WI/STEEL ROLLER | Square D Type MS Limit Switches | 16B6223 44.59 
@7XA1 W/STEEL ROLLER Square D Type MS Limit Switches 8102012 35.54 
PIM_197160 


IEC OSISENSE LIMIT SWITCHES XCKJ 
HEAVY DUTY SEMIMODULAR 40MM 


METAL BODY Sensors 
Spine ; 
Compliant 
Available 
O€ 
Features sion (IEC) standards , NEMA, UL, CSA, VDE 


and more. 
Specifications 


@ Product types include industrial switches for gener- 
al, medium, and heavy-duty applications 

@ Metal enclosures for rugged and demanding @ Enclosure Rating: NEMA 1/2/4/12; IP66 
applications © Contact Configuration: 1 N.O./1 N.C. 

@ Multiple head and lever types to fit a wide variety © Contact operation: snap action 
of application requirements © Body material: zinc alloy 

© Meet the International Electrotechnical Commis- © Operating temperature range: -25°C to 70°C 


OsiSense® XC Limit Switches detect objects by physical contact. Limit Switches are placed in the application 
such that an object moves an operating head, or lever. Depending on the position of the lever, the switch 


contacts will be actuated or not. Advantages of OsiSense® XC Limit Switches are they are suitable for targets 
that will not deform, regardless of shape, type, composition, or color. XC Limit Switches are rugged products 
that are intuitive and easy to install. 
Operating Price Each 
Mfg. Part No. Actuator Contacts Force Stock No. ‘ihe 
@ XCKJ10541H7 | Adjustable Roller Lever | SPST-NO,SPST-NC | 0.25N 16B3056 229.41 
@ XCKJ167H7 Roller Plunger SPDT 16N 84R3942 159.74 
@ XCKJ10511H7 Rotary SPDT 0.5N 80C6639 225.07 
@ XCKJ161H7 Top Plunger SPDT 2N 84R3941 184.61 
@ XCKJ10559D Wobble Rod SPDT 0.25N-m | 64M3352 261.06 
@ XCKJ10553H7 Wobble Rod SPST-NO,SPST-NC | 0.25in-oz | 16B3057 220.76 
PIM_179655 
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SWITCHES & SENSORS 


SWITCHES — LIMIT 
IEC OSISENSE LIMIT SWITCHES XCKL 
COMPACT SEMI-MODULAR 52MM METAL (3) Telemecanique 
BODY Sensors 
Sei 
. ,* Gepsinpian 
Available 
Features sion (IEC) standards , NEMA, UL, CSA, VDE 


and more. 
Specifications 


@ Product types include industrial switches for 
general, medium applications 

@ Metal enclosures for rugged and demanding © Contact Configuration: 1 N.0./1 N.C. 
applications © Contact operation: snap action 

@ Small enclosure styles for mounting in tight spaces @ Body material: zinc alloy 

@ Multiple head and lever types to fit a wide variety © Operating temperature range: -25°C to 70°C 
of application requirements ® Termination: screw clamp 

© Meet the International Electrotechnical Commis- © Contact current: 10A 


OsiSense® XC Limit Switches detect objects by physical contact. Limit Switches are placed in the application 
such that an object moves an operating head, or lever. Depending on the position of the lever, the switch 


contacts will be actuated or not. Advantages of OsiSense® XC Limit Switches are they are suitable for targets 
that will not deform, regardless of shape, type, composition, or color. XC Limit Switches are rugged products 
that are intuitive and easy to install. 
Operating Price Each 
Mfg. Part No. Actuator Contacts Force Stock No. 1+ 
@ XCKL115H7 Roller Lever 4NC/1NO 0.1N 93R4449 277.00 
@ XCKM115H7 Roller Lever 2NC 14.16in-oz | 80C6666 194.76 
@ XCKL121H7 Roller Lever SPDT-1NO,SPDT-NC 8N 41R2246 217.22 
@ XCKL102H7 Roller Plunger ANC/1NO 12N 93R4447 240.37 
@ XCKM102H7 Roller Plunger SPDT-1NO,SPDT-NC 12N 41R2248 167.93 
@ XCKM110H7 Top Plunger SPDT-1NO,SPDT-NC 12N 84R3945 132.17 
@ XCKL106H7 | Wobble Cat Whisker | SPDT-1NO,SPDT-NC 0.13N 80C6651 249.01 
@ XCKM106H7 Wobble Rod SPDT-1NO,SPDT-NC 0.13N 84R3944 259.31 
PIM_179654 


IEC OSISENSE LIMIT SWITCHES XCKT 
COMPACT MODULAR 58MM PLASTIC 


BODY Sensors 
Seis 
Compliant 
Available 
O€ 
Features © Meet the International Electrotechnical Commis- 


@ Product types include miniature, compact, and 
industrial switches for general, medium, and 
heavy-duty applications 

© Metal and Plastic enclosures for rugged and 
demanding applications 

@ Small enclosure styles for mounting in tight spaces 

@ Multiple head and lever types to fit a wide variety Body material: zinc alloy 
of application requirements Operating temperature range: -25°C to 70°C 


OsiSense® XC Limit Switches detect objects by physical contact. Limit Switches are placed in the application 
such that an object moves an operating head, or lever. Depending on the position of the lever, the switch 


sion (IEC) standards , NEMA, UL, CSA, VDE 
and more. 
Specifications 
Enclosure Rating: NEMA 1/2/4/6/12/13; IP66/67 
Contact Configuration: 1 N.O./1 N.C. 


e 
e 
© Contact operation: snap action 
e 


contacts will be actuated or not. Advantages of OsiSense® XC Limit Switches are they are suitable for targets 
that will not deform, regardless of shape, type, composition, or color. XC Limit Switches are rugged products 
that are intuitive and easy to install. 
Operating Price Each 

Mfg. Part No. Actuator Contacts Force | Stock No. 1+ 
@ XCKT2145N12 | Adjustable Roller Lever | SPDT-1NO,SPDT-NC 0.1N 89H6590 | 130.45 
@ XCKT2118N12 Roller Lever SPDT-1NO,SPDT-NC 0.1N 20K4631 | 111.40 
@ XCKT2121N12 Roller Lever SPDT-1NO,SPDT-NC 6N 89H6589 | 109.50 
@ XCKT2110N12 op Plunger SPDT-1NO,SPDT-NC 15N 89H6588 | 101.94 
PIM_179653 
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SWITCHES — LIMIT 


IEC OSISENSE LIMIT SWITCHES XCKD IEC OSISENSE LIMIT SWITCHES XCMD 


COMPACT MODULAR 31MM METAL BODY 


9 


Lever Arm 


Features 

@ Product types include miniature, compact, and 
industrial switches for general, medium, and 
heavy-duty applications 

@ Metal and Plastic enclosures for rugged and 
demanding applications 

@ Small enclosure styles for mounting in tight spaces 

@ Multiple head and lever types to fit a wide variety 
of application requirements 


® Telemecanique 
Sensors 
RoHS 
Geptinpian 
Available 
OE 


Roller Plunger 


© Meet the International Electrotechnical Commis- 
sion (IEC) standards , NEMA, UL, CSA, VDE 
and more. 

Specifications 

Enclosure Rating: NEMA 1/2/4/6/12/13; |P66/67 

Contact Configuration: 1 N.O./1 N.C. 

Contact operation: snap action 

Body material: zinc alloy 

Operating temperature range: -25°C to 70°C 


OsiSense® XC Limit Switches detect objects by physical contact. Limit Switches are placed in the application 
such that an object moves an operating head, or lever. Depending on the position of the lever, the switch 
contacts will be actuated or not. Advantages of OsiSense® XC Limit Switches are they are suitable for targets 
that will not deform, regardless of shape, type, composition, or color. XC Limit Switches are rugged products 
that are intuitive and easy to install. 

Operating Price Each 
Mfg. Part No. Actuator Contacts Force Stock No. i+ 

@ XCKD2118N12 Lever Arm SPDT-1NO,SPDT-NC 0.1N 89H6568 86.40 

@ XCKD2121N12 Roller Lever SPDT-1NO,SPDT-NC 6N 89H6570 | 202.36 

@ XCKD2102N12 Roller Plunger SPDT-1NO,SPDT-NC 12N 89H6565 | 125.83 

@ XCKD2110N12 Top Plunger SPDT-1NO,SPDT-NC 45N 84R3938 | 146.53 

@ XCKD2106N12 | Wobble Coil Spring | SPDT-1NO,SPDT-NC 0.13N 89H6566 | 183.97 
PIM_179652 


IEC OSISENSE LIMIT SWITCHES XCKP 


COMPACT MODULAR 31MM WIDE 
PLASTIC BODY 


Features 

@ Product types include compact, and industrial 
switches for general, medium, and heavy-duty 
applications 

© Offering Metal and Plastic enclosures for the most 
demanding applications 

@ Small enclosure styles for mounting in tight spaces 

@ Multiple head and lever types to fit a wide variety 


(5) Telemecanique 
Sensors 
RoHS 
Gee eimoian 
Available 


oO 


sion (IEC) standards , NEMA, UL, CSA, VDE 
and more. 

Specifications 

© Enclosure Rating: NEMA 1/2/4/6/6P/12/13, IP66, 
IP67 

© Contact Configuration: 1 N.O./1 N.C. 

© Contact operation: snap action 

@ Body material: plastic 


of application requirements © Operating temperature range: -25°C to 70°C 
© Meet the International Electrotechnical Commis- 
OsiSense® XC Limit Switches detect objects by physical contact. Limit Switches are placed in the application 
such that an object moves an operating head, or lever. Depending on the position of the lever, the switch 
contacts will be actuated or not. Advantages of OsiSense® XC Limit Switches are they are suitable for targets 
that will not deform, regardless of shape, type, composition, or color. XC Limit Switches are rugged products 
that are intuitive and easy to install. 
Operating Price Each 
Mfg. Part No. Actuator Contacts Force | Stock No. 1+ 
@ XCKP2145N12 | Adjustable Roller Lever | SPDT-1NO,SPDT-NC 0.1N 89H6584 | 105.15 
@ XCKP2118G11 Lever Arm SPDT-1NO,SPDT-NC 0.1N 89H6579 | 90.42 
XCKP2118N12 Roller Lever SPDT-1NO,SPDT-NC 0.1N 89H6580 | 125.07 
@ XCKP2127N12 Roller Lever SPDT-1NO,SPDT-NC 6N 89H6582 | 98.54 
@ XCKP2110N12 Top Plunger SPDT-1NO,SPDT-NC 15N 89H6578 | 99.83 
@ XCKP2102G11 Top Roller Plunger aes 12N-m | 93R4450 | 89.75 
@ XCKP2106N12 | Wobble Cat Whisker | SPDT-1NO,SPDT-NC | 0.13N 89H6577 | 146.30 
PIM_179651 


MINIATURE MODULAR 30MM METAL BODY Telemecanique 
Sensors 
RoHS 
Gop tinaian 
Available 


OG 


Adjustable Roller Lever 

Specifications 

@ Enclosure Rating: NEMA 1/2/4X/6/6P/12/13; 
IP66/67/68 

© Contact Configuration: 1 N.O./1 N.C. 

® Contact operation: snap action, slow make-slow 
break 

© Body material: zinc alloy 

© Operating temperature range: -25°C to 70°C 

MPN. Notes: 

@ 11 - Cable Length 3.2 ft (1m) 

@ 13 - Cable Length 9.8 ft (3m) 


Top Plunger 


Features 

@ Product types include miniature, compact, and 
industrial switches for general, medium, and 
heavy-duty applications 

© Metal and Plastic enclosures for rugged and 
demanding applications 

@ Small enclosure styles for mounting in tight spaces 

© Multiple head and lever types to fit a wide variety 
of application requirements 

© Meet the International Electrotechnical Commis- 
sion (IEC) standards , NEMA, UL, CSA, VDE 
and more. 


OsiSense® XC Limit Switches detect objects by physical contact. Limit Switches are placed in the application 
such that an object moves an operating head, or lever. Depending on the position of the lever, the switch 
contacts will be actuated or not. Advantages of OsiSense® XC Limit Switches are they are suitable for targets 
that will not deform, regardless of shape, type, composition, or color. XC Limit Switches are rugged products 
that are intuitive and easy to install. 


Operating Price Each 
Mfg. Part No. Actuator Contacts Force Stock No. 1+ 
@ XCMD2124L1 | Adjustable Roller Lever | SPDT-1NO,SPDT-NC | 12.5N 31M8987 | 148.23 
XCMD2110L1 Top Plunger SPDT-1NO,SPDT-NC | 0.06N 89H6602 99.58 
XCMD2110L3 Top Plunger SPDT-1NO,SPDT-NC | _0.06N 34M0371 | 105.84 
PIM_179650 


SAFETY INTERLOCK SWITCH 

@ 2NC + 1NO (actuator in) 

@ 4 actuating positions 

© Holding force 12 or 40N 

® Up to PL e/Cat.4 

MKey5 Interlock switches are designed to provide position 
interlock detection for moving guards. They are designed to fit 
the leading edge of sliding, hinged or lift off machine guards. The 
actuator is fitted to the moving part of the guard and is aligned to 
the switch entry aperture. 


AL ED ED 
—- FAIDED 


Price Each 
Contacts Contact Rating AC | Contact Rating DC | Terminals | Stock No. 1-9+ 
DPST-NC, SPST-NO | 250 V, 4A 250 V,4A Screw | 66Y2193 — 
PIM_5542825 
MICRO SWITCH™ SWITCHES AC SERIES DOOR Honeywell 


SWITCHES ; 
Sensing and Control 


SELECTION, SPEED, SERVICE. 
All Found Here. 


23AC2 


RoHS _ 
Compliant 
Available 


© Electrical Rating: 15A at 125 or 250VAC; 1/2A at ® (t) Meets Military Specifications MS16106-4 
125VDC; 1/4A at 125VDC or 250VDC © (t) Meets Military Specifications MS16106-1 

Some Switches enable circuit testing with power on by manually pulling rod actuator to maintained-on position. 

Automatically cut power when service door or drawer is opened. 


17AC18-T 


Price Each 
Mfg. Part No. | Contacts | Contact Rating AC | Contact Rating DC | Terminals | Stock No. 1-4+ 
@ 2AC59 SPDT | 250V, 10A 250V,4A Screw | 23F1923 | 111.58 
@ 23AC2 SPDT | 250V,15A 250 V, 500 mA Screw | 23F2193 | 71.93 
@ 22AC2 SPDT |250V,15.1A 250 V, 500 mA Screw | 23F2187 | 77.83 
@ 3AC6 SPDT |250V,15.1A 250 V, 500 mA Screw | 23F1996 | 986.64 
@ 22AC1 SPDT |250V,15.1A 250 V, 500 mA Screw | 23F2186 | 62.10 

> CONTINUED > 


1038 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


MICRO SWITCH™ SWITCHES AC SERIES DOOR SWITCHES (CONT.) 


SWITCHES & SENSORS 
SWITCHES — DOOR 


XCS SERIES SAFETY LIMIT SWITCHES (CONT.) 


Price Each 

Mfg. Part No. | Contacts | Contact Rating AC | Contact Rating DC | Terminals | Stock No. [44 
@ 2AC6 SPDT | 250V, 15.1A 250 V, 500 mA Screw | 23F1922 | 249.32 
@ 13AC1 SPDT | 250V,15.1A 250 V, 500 mA Screw | 23F2161 | 107.69 
@ 1AC2 SPDT |480V,15A 250 V, 500 mA Screw | 23F1821 | 172.23 

17AC18-T | SPDT |250V,5A 30V,5A Solder | 23F2172 47.82 
@ 17AC1-T SPDT | 250V,5A 30V,5A Solder | 05M2384 43.39 

PIM_3488 


LS-TITAN™ SAFETY INTERLOCK SWITCHES 

Features 

@ Miniature DIN; full-size, solenoid key interlocks provid- 
ing highest degree of personnel and process protection 


E za e 
RoHS — 
Compliant 
Available 


@ XCSM3716L2_| 3PST-2NC, SPST-NO | 240 V, 5A Wire Leaded | 4173199 | 295.11 
PIM_196173 
DOOR SWITCH DS 013 


® Tool-free adjustable switch positioning 

© Strain relief, suitable for range of cable diameters 
@ High switching capacity 
e 
e 


Suitable for lamp LED 025 and other devices 

Protection type: IP20 
Door switch monitors the position of cabinet doors and is 
available in three versions. It can be used for switching a 
light when opening a door (NC), or to activate a fan when 
closing a door (NO). The version with change-over contact 
(CO) can be used as a normally closed and/or normally 


eL jection bf actual open contact. The wide mechanical adjustment range of the door switch DS 013 offers versatile mounting: 
i MiccureDINaa ‘aves five-way adjustable head @ @ the housing is adjustable within a 1-3/8" (35 mm) range, while the screw flange with a slotted hole offers an 
while full-size DIN models have four-way adjustable additional 13/|16” (21 mm). The travel of the switch itself is another 5/|16” (8 mm). 
heads Price Each 
e sleepin ei hice devices a a that Mfg. Part No. Stock No. 4-9+ 
safety function by positive opening contacts per 
EN 60947-5-1 Normally Closed (NC) 
© Door-flap and door-hinge safety switches provide a 01351.0-00 93X5277 diliz25il 
unique solution when actuators (keys) cannot be used Normally Open (NO) 
@ IP65 degree of protection 01352.0-00 93X5278 117.51 
ericelEachy PIM_5465280 
Contacts Contact Rating AC | Contact Rating DC | Terminals | Stock No. 1+ ~ 
e DPDT-NC 24V, 3A Screw | 84R7028 | 730.05 
e DPDT-NC 24V, 3A Screw | 84R7029| 683.44. DETECT SWITCH - HORIZONTAL 1 @ 
e DPDT-NC 120V, 6A Screw | 84R7025| 595.30 7 ret aa — mu ticomp 
e DPDT-NC. 120 V,6A Screw 84R7026 565.05 © Contact resistance: 10 RoHS 
e DPDT-NC 415V,4A 24V,3A Screw | 84R7024| 210.55 © Operating temperature: -10°C to +60°C Geatinpian 
@ |DPST-1NO, SPST-NC 24V,3A Screw | 84R7033 | 726.27 A bet ele ee prea eal a bee of ba 
one NO or one NC contact. The switch requires a side push of 
@ | DPST-1NO, SPST-NC 24V, 3A Screw | 84R7034 684.19 50gf to operate and has a very small PCB footprint. 
@ | DPST-1NO, SPST-NC | 120 V, 6A Screw | 84R7031 592.34 
@ | DPST-1NO, SPST-NC | 120 V, 6A Screw | 84R7032 | 561.99 
@ | DPST-1NO, SPST-NC | 415 V, 10A 220V, 3A Screw | 84R7044 = 
@ | SPST-NO, SPST-NC | 415 V, 10A 220V,3A Screw | 84R7030) 210.51 
@ | SPST-NO, SPST-NC | 415 V, 10A 220V,3A Screw | 84R7035 | 238.53 
Contact Contact Tape Cut 
Price Each Mfg. Part No. Current Voltage DC Contacts Stock No. 1-249+ 
Mfg. Part No. Description Stock No. 1+ @ MCFTE-3C-V 1mA 5V SPST-NC 31M5580 1.65 
YesLS-XF-ZBZ Actuator, Angled, Flexible 84R7037 47.64 @ MCFTE-2C-V 1mA 5V SPST-NO 31M5579 1.65 
YesLS-XFG-ZBZ Actuator, Even Flexible Coasting 84R7038 39.11 PIM 115569 
YesLS-XG-ZBZ Actuator, Flat 84R7039 127 _ 
YesLS-XNG-ZBZ Actuator, Flat, Compensating 84R7040 104.81 
YesLS-XNW-ZBZ Actuator, Angled, Compensating 84R7041 115.44 carla dy haa - CARD Tat 
YesLS-XW-ZBZ Actuator, Angled, Short 84R7042 9.86 7 Goiecinane? inh tae mu icomp 
YesLS-XWA-ZBZ Actuator, Angled, Long 84R7043 79.74 © Contact resistance: 1 OHm RoHS | 
PIM. 180411 © Operating temperature: -20°C to +70°C Geasinpia 
Atop actuated TACT switch with one NO contact. The switch 
has a low operating force of 40gf with very small overall 
XCS SERIES SAFETY LIMIT SWITCHES Schneider dimensions. 


& Electric 
Gepin . 

Compliant 

Available 


XCSM XCSD 


MPN. Notes: 

702 - Steel roller plunger 

710 - Metal end plunger 

715 - Thermoplastic roller lever 
718 - Thermoplastic roller lever 


© Tamper resistant cover prevents tampering 
with mounting, wiring, and repositioning of the 
operating head 

© Red color makes them easily identifiable as a 
safety related component 

@ 2N.C. contacts provide electrical redundancy 716 - Steel roller lever 

@ Small size allows easy installation even in 719 - Steel roller lever 
cramped spaces @ N12 - With 1/2” NPT cable entry 


Safety limit switches are for use on gates and guards for safety related applications. They can also be used for 
end of travel or overtravel notification of the safety related system, as well as for positioning prior to allowing a 


machine or process to start. 
Price Each 
Mfg. Part No. Contacts Contact Rating AC | Terminals | Stock No. [+ 
@ XCSD3702N12 | 3PST-2NC, SPST-NO | 240 V, 5A Screw 20K4642 | 182.52 
@ XCSD3718N12 | 3PST-2NC, SPST-NO | 240 V, 5A Screw 20K4643 | 147.24 
@ XCSD3719N12 | 3PST-2NC, SPST-NO | 240 V, 5A Screw 34M0382 | 273.77 
@ XCSP3710N12 | 3PST-2NC, SPST-NO | 240 V, 5A Screw 4173201 = 
@ XCSP3719N12 | 3PST-2NC, SPST-NO | 240 V, 5A Screw 4173202 ae 
@ XCSM3702L2 2NC / 1NO 240 V, 5A Wire Leaded | 4173198 | 224.56 
@ XCSM3715L2_ | 3PST-2NC, SPST-NO | 240 V,5A Wire Leaded | 20K4652 | 229.46 
> CONTINUED > 


1.800.463.9275 © newark.com 


Contact Contact Price Each 

Mfg. Part No. Current Voltage DC Contacts Stock No. 1-249+ 
Stem Height= 3.80mm 
@ MCATE-2-V 1mA 5V SPST-NO 31M5578 0.11 
Stem Height= 5.30mm 
@ MCATE-1-V imA 5V SPST-NO 31M5577 1.65 
PIM_115567 
ESE16 SERIES 1VR DETECTOR SWITCH 1 
Features: Panasonic 


@ Rated: 50yA 3VDC to 10mA 5VDC (resistive load) 


RoHS _ 
Compliant 
Available 


© Contact resistance: 500mohm max. (initial) 
@ Insulatation resistance: 100Mohms min. (100VDC) 
@ Dielectric withstanding voltage: 100VAC for 1 minute 
@ Light operating force: 250mN max. 
© Full travel: 1.5mm (1mm pushing distance) 
® Operating life: 50,000 cycles min. 
© Temperature range: -10°C to +60°C 
® Size: 2.2mmL x 3.35mmW x 1.5mmH 
@ Applications: Detection of media in portable electronic equipment — mobile phones, 
digital still cameras, camcorders 
Contact Contact Tape Cut 
Mfg. Part No. Current Voltage DC Contacts Stock No. 1-24+ 
@ ESE-16J001 10mA 5V SPST-NO 8372677 0.68 
PIM_208959 
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SWITCHES & SENSORS 
SWITCHES — SLIDE 


1K2 SLIDE SWITCHES 


eaogn 
ly 


RoHS 
Compliant 
Available 


Vertical, Extended 


Vertical, Standard 


Right-Angle, Standard 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MOMENTARY ACTION SLIDE SWITCHES © 
multicomp 


RoHS _ 
Compliant 
Available 


Actuator Actuator Right-Angle, Extended 
Actuator Actuator 
Features: Specifications: : eh 
@ Recommended for PCB applications © Gold over nickel contacts offer high reliability setae tion SPDT : cla eultel eee 24Vde 
© One of the most compact miniature single-pole @ Sealed base for solvent cleaning; contact for pimienaly acuon ONLECHTeSIS tance: : amex 
changeover switches available details e Operating force 180gf + 70gf e insulation resistance: 100MO at 100Vde 
@ Ideal as a jumper replacement © Clear actuated position indicator bs Long life of 10,000 cycles : Dielectric strength: 100Vac for l minute 
© Offered in vertical or right angled versions © Operating life of 10,000 operations : ee ale ‘Timm, Depth 3.5mm ; Nidal a a Ae ud +60 ¢ 
© Choice of standard or extended actuator for © Stackable at 0.1” pitch peciicaons: CoHicaNtes Wiles obelavons min 
through-panel operation © SPDT change-over contact Switch Tape Cut 
Switch Price Each Mfg. Part No. Operation Contacts Orient. Stock No. 1-99+ 
Mfg. Part No. Operation Contacts Orient. Stock No. 1-4+ Slide switches - spring return, actuator on left 
Extended Actuator @ MCSSS-12LG On-(On) SPDT Right Angle 74M3070 0.21 
@ 09.10290.01 On SPDT-CO Right Angle 52F519 1.74 PIM_116539 
@ 09.03290.01 On SPDT-CO Vertical 52F518 1.58 
Su Or SPDT-CO Right Angl 52F517 1 MINIATURE SEIDE SW INCHES Hi 
. n et ignt Angle 13 Features: m m 
@ 09.03201.02 On SPDT-CO Vertical 52F516 2.43 @ 3 Position switch. ON in LH, OPEN in center, u Ico p 
PIM 5144 ON in RH place 


R13 SERIES MINIATURE SLIDE SWITCHES 


Features: 

@ Nylon frame and actuator 

® Silver plated brass terminals 

© Snap-in mounting, easy install into panel 

Specifications: 

© Contact rating: 16A at 125Vac 1/3HP; 10A at 
250Vac 1/2HP 

© Contact resistance: 50mO 

@ Minimum insulation resistance: 500Vdc, 100MO 

© Dielectric strength: 1500Vac for 1 minute 


multicomp 


RoHS — 
Compliant 
Available 


Switch Price Each 
Mfg. Part No. Operation Contacts Orient. StockNo. | 1-99 _ 
@ R13-608C1-02-BB-5A On-None-On SPDT Vertical 03P2510 0.56 
@ R13-608C1-02-BB-9A On-None-On SPDT Vertical 03P2511 3.26 
@ R13-608A1-02-BB-9A On-Off SPST Vertical 03P2509 0.69 
@ R13-608D1-02-BB-5A On-Off-On SPDT Vertical 03P2512 4.42 


PIM_142172 


SLIDE SWITCHES - PCB MOUNTING 

© Contact resistance: <20mR 

@ Supply Voltage: 30VDC 

© Contact Current: 0.3A 

Double pole 3 position slide switches available in vertical or 
right angle PCB mounting. 


multicomp 


RoHS — 
Compliant 
Available 


Price Each 
Mfg. Part No. Contacts Orient. Stock No. 1-99+ 
@ SP112 DP3T Vertical 26M3393 pes 
PIM_116546 


Cut costs, not corners with 


Board & Box Components 
newark.com/multicomp 


multicomp 


PIM_5624841 


© Gold plated copper alloy contacts 

@ White nylon case with black case and actuator 
@ Epoxy sealed terminations 

Specifications: 

® Contact Rating - Max. : 0.4VA @ 20V ac/dc 

© Contact Rating - Min. : 10mA @ 20mV ac/dc 
® Mechanical life : 20000 operations 


RoHS 
Compliant 
Available 


© Contact resistance : <50mR © SPDT (Body): H = 7.7, W= 14, D = 7.8mm 
© Operating temperature : -40°C to +80°C © DPDT (Body): H= 7.7, W= 14, D= 12.8mm 
Switch Price Each 
Mfg. Part No. Operation Contacts Orient. StockNo. | 1-99 _ 
Actuator 2.8 high 
@ 6MD1S2M2RE On-On DPDT Vertical 95M2938 4.56 
@ 6MS1S2M1RE On-On SPDT Vertical 95M4870 2.84 
Actuator 6.0 high 
@ 6MD1S4M2RE On-On DPDT Vertical 95M2940 5.04 
@ 6MS1S4M1RE On-On SPDT Vertical 95M4872 3.51 
Side actuator 
@ 6MS1S3M1RE On-On SPDT Right Angle 95M4871 3.29 
PIM_116492 


MINIATURE SLIDE SWITCH 
Features: 

© DPDT 

® Operating force 200gf + 150gf 

© Long life of 10,000 cycles 
Specifications: 

© Current switching : 25mA at 24V de 

© Current non-switching : 100A at 50V de 
© Contact resistance : 100mO max 

@ Insulation resistance : 100MO at 500Vdce 
@ Dielectric strength : 500Vac for 1 minute 
) 
e 


multicomp 


RoHS _ 
Compliant 
Available 


Operating temperature : -10°C to +60°C. H 
Electrical life : 10000 operations min 


Switch Price Each 
Mfg. Part No. Operation Contacts Orient. Stock No. 1-99+ 
@ MCLSS22 On-Off DPDT Right Angle 74M3027 1.26 
@ MCLSS22P On-Off DPDT Right Angle 74M3028 E25) 
PIM_116491 


MINIATURE MOMENTARY SLIDE SWITCHES 


Features: 

@ Momentary action (Double side recoil) 
@ Stem height only 1.5mm 

© Operating force 100gf + 50g 
© Long life of 50,000 cycles 
Specifications: 

Current switching : 300mA at 4Vdc 

© Current non-switching : 200mA at 5Vdc 
© Contact resistance : 70mO max 

© Insulation resistance : 100MO at 250Vde 
e 


multicomp 


RoHS 
Compliant 
Available 


wi 


© Operating temperature : -30°C to +80°C 


Dielectric strength : 100Vac for 1 minute © Electrical life : 50,000 operations min 
Switch Tape Cut 
Mfg. Part No. Operation Contacts Orient. Stock No. 1-99+ 
@ MCS2S-A15F (On)-Off-(On) SPDT Right Angle 74M3072 0.20 
PIM_116487 


1040 Go online or call for non-compliant or &?ROHS Compliant products. See page 2 


SWITCHES & SENSORS 


SWITCHES — SLIDE 


46000 SERIES \ 
SLIDE SWITCHES 


Available 


Pe MADE Gepiimoiant Switohoraft’ 
wae ALL 


Shopping on newark.com is 


Easier than Ever! 


Slide switches feature cadmium-plated steel housing, 0.344"(8.74) high black thermoplastic knob and silver- 


plated brass terminals and slider contacts. Contact rating: 0.5 amp DC and 3 amps AC, 125V non-inductive. 
Dielectric strength: 1kVrms. Phenolic terminal board with fiber-surfaced phenolic insulation. Mfg. part no. 
46256LFR has flush actuator, screwdriver-slotted. UL recognized. 
Price Each 
Mfg. Part No. Contacts Orient. Stock No. 1-9+ 

@ 46206LRX DPDT Vertical 89K7663 4.97 

@ 46256LFRX DPDT Vertical 85K7423 2.36 

@ 46202LRX SPST Vertical 89K7662 0.73 


PIM_4997 


STS SERIES CONSUMER GRADE MINIATURE SLIDES 


weer 


SP3T 


m /BUTOR 
RoHS 
Compliant 
Available 


PC mount units have silver-plated, bifurcated contacts rated 300mA at 125VAC/30VDC. Initial contact 
resistance: 20mQ maximum. 2.5mm pin spacing, wave solderable and washable. 
Switch Price Each 

Mfg. Part No. Operation Contacts Orient. StockNo. | 1-24 _ 
@ STS121PC04 On-None-On SPDT Vertical 16M2477 es 
@ STS220PC04 On-On DPDT Vertical 16M2479 
@ STS2400PC04 On-On-On DP4T Vertical 10M9121 
PIM_4747 


MHS SERIES INSTRUMENTATION GRADE SLIDE SWITCHES 


THORIZE! R 
RoHS 
Compliant 
Available 


MHS-122 MHS-233G 
Subminiature slides feature moving contact for positive wiping action. Package height 0.300” (7.62). Actuator 


height: 0.18" (4.57). Contact rating: silver, 300mA at 125VAC; gold-plated (suffix “G”), 0.4VA @ 20VDC or peak 
AC. Contact timing: make-before-break. Epoxy terminal seal. 


Switch Price Each 
Mfg. Part No. Operation Contacts Orient. Stock No. 1-9+ 
@ 1825255-1 On-None-On SPDT Vertical 16M4882 0.82 
PIM_4746 


New Products Added Daily 


See the newest Technologies and Suppliers at 


#55 


.~=—o Sp 
<< = \aD TLS X7 - 


newark.com/new-products 


4 


PIM_5624856 


1.800.463.9275 © newark.com 


With enhanced features and 
flexible options, like: 


NEW! Header & Navigation 


Improved header provides easy access to 
search, shopping cart and account info. 
Redesigned navigation groups products into 
convenient categories. 


UPDATED! Search 


New algorithms and search results design 
get you to the right products faster. 


Improved Product Pages 


Redesigned product pages feature key 
information like availability and price. 
New "find similar products" helps you 
find the products you need. 
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SWITCHES & SENSORS 


SWITCHES — DIP 


94 SERIES CODED ROTARY DIP Sees 
SWITCHES Jetimoian Brash 


380 
(9,65) 


.200 
(5,08) Flush Actuator - Surface Mount 
Flush Actuator - Standard 


Flush Actuator - Right Angle 


Extended Actuator - Standard 


Extended Actuator - Right 
Angle 


© Carrying Current: 100mA @ 50VDC 


Operations for a 16-Position Switch) 
@ Maximum Process Temperature: 250°C for 10 
Seconds 


@ Make and Break Rating: 30mA @ 30VDC for 
10,000 Cycles of Operation (320,000 Switch 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


76 SERIES DIP SWITCHES (CONT.) 


Price Each 
Mfg. Part No. No. of Circuits Stock No. 1+ 

Raised Rocker, DIP Unsealed, SPST 
@ 76SB10T 10 33K2699 yin 
@ 76SB12T 12 33K2700 4.62 
Recessed Rocker, DIP Sealed, SPST 
@ 76RSBO4ST 33K2672 215i 
@ 76RSBO8ST 8 33K2678 2.68 
@ 76RSB12ST 12 33K2683 3.40 
PIM_5066 
MCDMR SERIES DIP SWITCHES Hi 
Agia pole single throw DIL switch mu icomp 


© Surface mount 

Specifications: 

© Contact rating: 100mA at 50Vde 
Operation force: 1000gf 
Stroke: 1.0mm 


RoHS _ 
Compliant 
Available 


e 
e 
94 series actuator sealed rotary DIP switches have binary (octal, BCD, hexadecimal) output with 8-, 10- or © Electrical life: 2000 operations 
16-positions. Complement codes are also available. Perpendicular or right-angle mounting with flush or choice ® Mechanical life: 2000 operations 
of two shaft lengths. Perpendicular and surface mount types have terminals on 0.1” (2.54) by 0.3” (7.62) grid. © Contact resistance: 50mO © Circuit: SPST 
Right-angle mount on a 0.1” (2.54) by 0.1” (2.54) grid. Terminals are copper alloy, gold over nickel. e Dielectric Strength : 500Vac e Operating temperature: -20°C to +85°C 
5 @ Maximum capacitance: 5pF 
No. of Price Each : 
Mfg. Part No. Positions Stock No. 1+ Price Each 
@ 94HABO8T 8 45K1424 3.21 Mfg. Part No. No. of Circuits Stock No. 1-99+ 
© O4HAB16T 16 57K1575 3.49 Flush Slide 
@ 94HCB10T 16 30K6126 3.69 @ MCDM(R)-02-T 2 97K4362 Sal 
@ 94HBB16T 16 36K8331 4.21 @ MCDM(R)-04-T 4 97K4363 0.26 
@ 94HAB10T 16 54K4788 4.02 @ MCDM(R)-06-T 6 97K4364 1.66 
@ 94HABI6WT 16 63K8757 5.31 @ MCOM(R)-08-T 8 97K4365 0.31 
= @ MCDM(R)-10-T 10 97K4366 2.09 
Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ PIM 142182 
@ 947706-001 High Temperature Knob, Grey, For Shaft Extension 91F3839 2.24 
PIM 5160 MCDHN SERIES DIP SWITCHES Spin [ 2 
Features: Available I ni I ni 
© Half-pitch (Terminal length 8.1mm) u Ico p 
76 SERIES DIP SWITCHES Geigtin © Top tape sealed 
etimoian resp hilf ® Lead-free solderable 
Available Specifications: 
© Contact rating: 100mA at 50Vde 
i LENGTH —> [>— LENGTH —| © Operation force: 500gf 
—— © Stroke : 0.6mm 
@ Electrical life: 1000 cycles 
®@ Mechanical life: 1000 cycles 
pet cE iRessale Piano DIP © Contact resistance: 100mQ 
eed eer ® Dielectric strength: 300V: ; + AN? ° 
Rocker 3 Chetty: a a © Operating temperature: -40°C to +85°C 
SPST Raised and Recessed Piano DIP Tape Cut 
Borel es Mfg, Part No. No. of Circuits Stock No. 1-994 
Feature high pressure spring-loaded ball contact system and standard epoxy-sealed bases. Each switch position Flush Slide, DIP Sealed 
makes and breaks 10,000 operations at 1mA, 5VDC or 50mA, 30VDC; 150mA, 30VDC. Contact resistance: 30 us! Ide, Gale 
milliohms. Dielectric strength: 750VAC rms minimum. Terminals are copper alloy, tin-plated over nickel barrier. @ MCDHN-02F-T-V 2 11N5423 2.26 
Price Each @ MCDHN-04F-T-V 4 11N5425 271 
Mfg. Part No. No. of Circuits Stock No. ‘the @ MCDHN-O06F-T-V 6 11N5427 2.82 
Piano Key, DIP Sealed, SPST @ MCDHN-08F-T-V 8 11N5429 2.88 
@ 76PSBO4ST 33K2655 3.18 @ MCDHN-10F-T-V 10 11N5431 3.28 
@ 76PSBO8ST 33K2661 3.10 Flush Slide, DIP Unsealed 
Raised Rocker, DIP Sealed, SPDT @ MCDHN-02F-V 2 11N5424 2.61 
@ 76SC02ST 2 33K2701 6.61 @ MCDHN-04F-V 4 11N5426 2.74 
@ 76SCO4ST 4 33K2705 7.98 @ MCDHN-06F-V 6 11N5428 2.81 
Raised Rocker, DIP Sealed, SPST @ MCDHN-08F-V 8 11N5430 2.92 
@ 76SB02ST 2 33K2685 2.04 @ MCDHN-10F-V 10 11N5432 3.28 
@ 76SB03ST 3 33K2686 2.30 PIM_142181 
@ 76SBO04ST 4 60K0326 2.35 
Sos0SST - a ee RBM SERIES ROTARY SWITCHES [ a 
© 76SBO6ST 3.69 © Non Switching Rating: 24V DC 400mA mi m 
@ 76SBO7ST 7 33K2693 2.53 © Switching Rating: 24V DC 150mA u Ico p 
© Life: 10,000 Steps 
S7SB085T. esH2695 288 © Operating Force: 400gf.cm Max. 
@ 76SB10ST 10 30K7351 2.79 @ Initial Contact Resistance: 100mQ Max. 
Raised Rocker, DIP Unsealed, SPDT @ Dielectric Strength: AC 250V 1 minute 
@ Insulation Resistance: 100MQ Min. (DC 250V Megger) 
HS e eee 3.89 © Operating Temperature: -60°C to +125°C 
@ 76SC04 4 33K2706 4.93 
Raised Rocker, DIP Unsealed, SPST 
@ 76SB02 2 29K9388 2.09 
@ 76SB03 3 33K2687 2.07 
@ 76SB04 4 33K2688 2.50 Actuator Price Each 
@ 76SB05 5 33K2690 2.24 Mfg. Part No. Output Code Level Stock No. 1-99+ 
@ 76SB06 6 33K2692 2.46 SMD, Sealed 
@ 76SB07 7 33K2694 3.52 RBM2-10RAVB BCD Flushed 99Y0295 0.29 
@ 76SB08 8 33K2696 2.70 RBM2-10RAVR BCD Flushed 99Y0296 0.30 
> CONTINUED > > CONTINUED > 
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RBM SERIES ROTARY SWITCHES (CONT.) 


Actuator [Price Each 
Mfg. Part No. Output Code Level Stock No. 1-99+ 
SMD, Sealed 

RBM2-10RBVB BCD Flushed 99Y0297 1.99 
RBM2-10RBVR BCD Flushed 990298 0.68 
RBM3-10RAVB BCD Flushed 99Y0303 0.29 
RBM3-10RAVR BCD Flushed 990304 1.30 
RBM3-10RBVB BCD Flushed 99Y0305 0.09 
RBM3-10RBVR BCD Flushed 99Y0306 0.78 
RBM2-16RAVB Hexadecimal Flushed 99Y0299 1.30 
RBM2-16RAVR Hexadecimal Flushed 99Y0300 0.67 
RBM2-16RBVB Hexadecimal Flushed 99Y0301 0.67 
RBM2-16RBVR Hexadecimal Flushed 99Y0302 2.10 
RBM3-16RAVB Hexadecimal Flushed 99Y0307 1.99 
RBM3-16RAVR Hexadecimal Flushed 99Y0308 1.33 
RBM3-16RBVB Hexadecimal Flushed 99Y0309 2.03 
RBM3-16RBVR Hexadecimal Flushed 99Y0310 1.37 

PIM_5726739 

MCTI SERIES DIP SWITCHES @ 

Features: multicomp 

© Recessed actuator 


Specifications: 
© Contact rating: 25mA at 24VDC 


RoHS — 
Compliant 
Available 


@ Maximum operating force: 1,000gf 
@ Mechanical life: 2,000 operations 
@ Electrical life: 2,000 cycles 
@ Maximum contact resistance: 100mO 
© Dielectric strength: 500VAC © Contact : Alloy copper with gold plated 
© Operating temperature: -20°C to +85°C © Terminal : Brass with gold plated 
© Circuit: 3 switching positions 
Price Each 
Mfg. Part No. No. of Circuits Stock No. 1-99+ 
Flush Slide, SMD 
@ MCTIMR-08 8 74M3080 2.52 
@ MCTIMR-10 10 74M3081 3.09 
Flush Slide, Through Hole 
@ MCTIIR-08-T 8 74M3077 2.52 
@ MCTIIR-10-T 10 74M3078 0.41 
PIM_121402 
MCTDS SERIES DIP SWITCHES rat 
Features: I ni m 
@ Tri-state type DIP switch u Ico p 


Specifications: 
Contact rating: 100mA at 50VDC 


RoHS 
Compliant 
Available 


tG,, 


© Switching current : 25mA at 24VDC 
© Max operating force: 1,000gf g g 
© Operating temperature : -20°C to +70°C 
@ Mechanical life : 2,000 cycles 
@ Electrical life : 2,000 cycles 
@ Insulation resistance: 100MOHm at 500VDC z i 
@ Dielectric strength: 500VAC ® Ete fa aay bs ae a 
eet, nae, Pe © Terminal: Brass with gold plate 
© Circuit: 3 switching positions © Contact plating: Gold plating over nickel 
Price Each 
Mfg. Part No. No. of Circuits Stock No. 1-99+ 
Raised Slide 
@ MCTDS-08 8 24M4530 0.38 
PIM_121401 
MCNHDS AND MCNDI SERIES DIP SWITCHES @ 
Features: multicomp 
@ 1/2 pitch 
@ Thru Hole 


© Actuator type: Slide 

@ Pin configuration: DIL 
Specifications: 

Contact rating: 100mA 


RoHS 
Compliant 
Available 


@ Flammability rating:UL94V-0 
© No. of mechanical operations: 2000 © Terminal plating: Gold 
© Pitch spacing:1.27mm © No. of poles: 1 
© Row spacing: 8mm © Insulation resistance:100MOHm 
© Contact plating: Gold plated over nickel © Operating temperature:-30°C to +85°C 
Price Each 

Mfg. Part No. No. of Circuits Stock No. 1-99+ 
Flush Slide 
@ MCNDI-02S 2 97K4449 1.12 
@ MCNDI-04S 4 97K4450 1.33 
@ MCNDI-06S 6 97K4451 1.58 
@ MCNDI-08S 8 97K4452 1.70 
@ MCNDI-10S 10 97K4453 2.05 
PIM_121396 
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SWITCHES & SENSORS 
ITCHES — DIP 


MCRH SERIES ROTARY DIP SWITCHES 


Features: 

© Recessed actuator 
Specifications: 

© Contact rating: 100mA at 50VDC 
© Switching current: 25mA at 24VDC 
© Mechanical life: 20,000 steps 

© Electrical life: 20,000 steps 

© Operating force: 200gf 

© Operating temperature range: -25 to +80°C. 
e 

e 

e 

e 


multicomp 


RoHS _ 
Compliant 
Available 


Contact resistance: 100mOHm 

Insulation resistance: 100MOHm at 250VDC 
Voltage proof: 250VAC 

Contact : Alloy copper with gold plated over nickel 


© Terminal : Brass with gold plated 


No. of No. of Throw Price Each 
Mfg. Part No. Poles Positions Angle Stock No. 1-99+ 
3x2 Terminals 
@ MCRH2AF-10R 10 10 36° 74M3033 3.28 
@ MCRM2AF-10R 10 10 36° 74M3042 3.42 
@ MCRH3AF-16R 16 16 22.5° 74M3036 3.28 
@ MCRM3AF-16R 16 16 22.5° 74M3049 3.42 
3x3 Terminals 
@ MCRH4AF-10R 10 10 36° 94M8299 3:23 
@ MCRHZ2AF-16R 16 16 22.5° 74M3034 3.28 
@ MCRM2AF-16R 16 16 22.5° 74M3043 3.48 
4x1 Terminals 
@ MCRH3AF-10R 10 10 36° 74M3035 3.28 
@ MCRH4AF-16R 16 16 22.5° 74M3041 3.28 
@ MCRM4AF-16R 16 16 22.5° 74M3051 3.48 
PIM_121392 
SPLAY TERMINALS - AUTOMATIC INSERTION multicomp 
Compliant 
Available 


Straight Terminals 


wy 


Right Angle Terminals 


Features © Current, switching rating: 10mA @ 5V de max. 
© Double contacts © Current, carry rating: 100mA @ 50V de max. 
¢ Low contact resistance @ Initial contact resistance: 100mR max. 
@ High reliability © Body material: Nylon High-temp Thermoplastic 
© Self clean contact area @ Insulation resistance: 100MR @ 500V de 
@ High pressure contact structure prevents vibration  @ Dielectric strength: 300V ac/1 min. 
shock © Capacitance: 5pF 
Specifications © Operating life: 500 ops. 
® Contacts: Alloy copper C5210-EH © Operating temperature: -30°C to 80°C 
Price Each 

Mfg. Part No. No. of Circuits Stock No. 1-99+ 
Flush Slide, Right Angle 
@ SIP-04A 4 74M4507 2.31 
@ SIP-06A 6 74M4509 2.62 
Flush Slide, Straight 
@ SIP-04T 4 74M4508 2.25 
@ SIP-06T 97K9766 2.66 
@ SIP-08T 97K9767 2.94 
PIM_116556 
PIANO KEY DIP SWITCHES I a 


RoHS _ 
Compliant 
Available 


T 


Through Hole 


Contact resistance: 100mR 

Insulation resistance: 100MR 
Dielectric strength: 500V ac for 1 min. 
Operating force: 800gf 

Operating temperature: -20°C to 85°C 


Surface Mount 


Features 

@ Piano style SPST DIP switches. 

@ Flamability rated UL94V-0 

® Contacts are gold clad copper alloy 
@ Long operational life of 2000 cycles 
Specifications 


Price Each 
Mfg. Part No. No. of Circuits Stock No. 1-99+ 
Piano Key, SMD 
@ MCEPM-02 2 74M3015 2.25 
@ MCEPM-04 74M3016 2.38 
@ MCEPM-06 74M3017 2.70 
> CONTINUED > 
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SWITCHES & SENSORS 


SWITCHES — DIP 


PIANO KEY DIP SWITCHES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


DS AND DP SERIES DIP SWITCHES (CONT.) 


Price Each Price Each 
Mfg. Part No. No. of Circuits Stock No. 1-99+ Mfg. Part No. No. of Circuits Stock No. 1-99+ 
Piano Key, SMD Piano Key 
@ MCEPM-08 74M3018 2.82 @ MCDP02 2 26M1095 aa 
@ MCEPM-10 10 74M3019 2.96 @ MCDP03 3 74M2976 — 
Piano Key, Through Hole @ MCDP04 4 26M1096 — 
@ MCEPI-04 4 74M3011 2h @ MCDP05 5 74M2977 = 
@ MCEPI-06 74M3012 2.60 @ MCDP06 6 26M1097 - 
@ MCEPI-10 10 74M3014 0.46 @ MCDP08 8 26M1098 = 
PIM_116548 @ MCDP09 9 74M2979 oe 
@ MCDP10 10 26M1099 0.46 
LOW PROFILE DIP SWITCHES - THROUGH HOLE i 2 e Mcort 12 26M1100 = 
Features: m mi Raised Slide 
@ End stackable DIL switches u Ico Pp @ MCDA02 2 26M1089 5 
e Raised actuator is 0.40mm in height Rot ak ® MCNDS02 2 26M1101 a 
Specifications: Available 
© Contact rating : 25mA @ 24V de @ MCNDS-03-V 3 26M1102 = 
© Contact resistance : 100mR @ 500V dc @ MCDA03 3 74M2972 aa 
@ Insulation resistance : 100MR @ 500V 
© Dielectric Strength : 500V ac for 1 minute @MCDAN ZeM IO = 
© Contacts : Alloy Copper with Gold plating @ MCNDS-04-V 4 26M1103 = 
@ Terminals : Brass with Gold plating @ MCNDS-05-V 5 26M1104 ee 
© Life expectancy : 2000 ops. 
© Operating temperature : -20°C to 85°C © Lead pitch: 7.62 x 2.54mm S MCDANS 5 caN27e = 
© Body dim: H = 2.8, D = 6mm @ MCDA06 6 26M1091 = 
[Price Each @ MCNDS-06-V 6 26M1105 1.35 
Mfg. Part No. No. of Circuits Stock No. 1-99+ @ MCNDS-07-V i ZEMII0G = 
Flush Slide @ MCDA07 7 74M2974 = 
@ MCEIR-02 2 74M12990 1.46 @ MCDADE 7 zomte2 = 
@ MCEIR-04 4 74M2992 1.73 @ MCNDS-08-V 8 73K2737 = 
@ MCEIR-08 8 74M2996 0.41 @ MCNDS-09-V 9 26M1107 = 
Raised Slide @ MCDA10 10 26M1093 2.34 
@ MCEI-02 2 74M2980 1.48 @ MCNDS-10-V 10 26M1108 = 
@ MCEI-03 3 74M2981 1.61 @ MCDA12 12 26M1094 2.37 
@ MCEI-04 4 74M2982 1.73 @ MCNDS-12-V 12 26M1109 -—- 
@ MCEI-08 8 74M2986 0.45 PIM_115571 
PIM_116482 
HIGH CURRENT SHUNTS - S SERIES _OnM a 
Features 
cet PROFILE - SURFACE MOUNT DIP SWITCHES multico © Current Ratings: 100-1000A ratings 
‘eatures: I Y | @ Accuracy: 0.5% RoHS 
° ote areire DIL switches p e Terminal Matera: Copper Alloy Gop tinaian 
RoHS . wailable 
@ Recessed actuator pote ait © Voltage: 75mV 
© Top tape sealed B, Available @ T,L, and DIN type terminals 
Specifications: eS Price Each 
© Contact rating : 25mA at 24Vde = bass r Current | Price Each 
© Contact resistance : 100mOHm at 500Vdc er, , Mfg. Part No. Rating Accuracy Stock No. 1-9+ 
@ Insulation resistance : 100MOHm at 500V iS @ SHD1-100C075DE 100A 0.5% 7270825 17.13 
@ Dielectric Strength : 500Vac for 1 minute 
© Contacts : Alloy copper with gold plating © Operating temperature : -20°C to 85°C @ SHT1-200C075DE 200A 0.5% 7270827 27.10 
© Terminals : Brass with gold plating © Body dim: H = 2.8, D = 6mm @ SHT1-500C075DE 500A 0.5% 7270828 35.11 
© Life expectancy : 2000 ops. © Lead pitch: 7.62 x 2.54mm @ SHL1-1KOCO75DE 1kA 0.5% 7270826 133.02 
Price Each PIM_202105 
Mfg. Part No. No. of Circuits Stock No. 1-99+ 
eet Se MJTP SERIES TACTILE SWITCHES 
@ MCEMR-02- 2 74M3000 1.48 AP E M 
@ MCEMR-03- 3 74M3001 0.32 > L RoHS — 
Compliant 
@ MCEMR-04- 4 74M3002 1.15 - => Available 
@ MCEMR-05- 5 74M3003 1.85 g 
@ MCEMR-06- 6 74M3004 1.95 y; e oP 
@ MCEMR-07- 7 74M3005 2.15 | é (* J 
@ MCEMR-08- 8 74M3006 2.27 . 
@ MCEMR-09-T 9 74M3007 2.50 MJTP1230 MJTP1234 MJTP1236 
lectrical Life: 100, ycles Min. perating Temp.: - lo 
@ MCEMRG2: 7 EaMSN08 2.91 @ Through-Hole Mounting @ Black Thermoplastic Actuator 
PIM_116481 ® Silver-Plated Brass Terminals; Contact Rating: 
Price Each 
DS AND DP SERIES DIP SWITCHES [ 2 a Force Stock No. 19+ 
Features: m mi , Non Illuminated 
© Gold plated contacts and terminals, single throw U Ico Pp @ 6CJ1NOPR 3.7N 06AC2718 1.93 
@ Suitable for most cleaning and soldering RoHS | ; 
processes Geena Solder, Non Illuminated 
© Choice of top actuators or ‘piano key’ actuators @ MJTP1236B 160g 19C8002 0.32 
Specifications: Through Hole, Non Illuminated 
@ Dielectric strength: 500V de 
@ Insulation resistance: 100MR @ 500V de Note: @ MJTP1236 160g 28000 0.30 
© Operating Temperature: -40°C to +70°C @ "V’ - Lead Free Solderable @ MJTP1230 160g 1907994 0.16 
It is recommended to solder switches in the ‘off factory supplied position @ MJTP1230C 160g) 1907996 0.25 
@ MJTP1230D 160g 19C7997 0.35 
@ MJTP1230B 160g 19C8258 0.19 
@ MJTP1234 160g 19C8270 0.38 
@ MJTP1236E 160g 19C8005 0.29 
> CONTINUED > > CONTINUED > 
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MJTP SERIES TACTILE SWITCHES (CONT.) 


SWITCHES & SENSORS 
SWITCHES — TACTILE 


TL3700 SERIES ULTRA MINIATURE TACTILE SWITCHES (CONT.) 


Price Each Tape Cut 
Mfg. Part No. Force Stock No. 1-9+ Mfg. Part No. Force Stock No. 1-9+ 
Through Hole, Non Illuminated SMD, Non Illuminated 
@ MJTP1230E 160gf 1907998 0.25 @ TL3700AF100QG 100gf 2976119 = 
@ MJTP1230A 160gf 1907995 0.29 @ TL3700AF160QG 160gf 2976120 0.07 
PIM_64585 PIM_194766 
SERIES 7914 MOMENTARY CONTACT 4mm BOURNS’ - SERIES 1L3315 TACTILE SWITCHES 


SQUARE SEALED SWITCHES 
© Contact Rating: 100mA @ 16V 

© Operating Temperature: -55°C to +125°C 
Switches feature 3 terminal configurations, pick-and-place _ 
compatibility and IR surface mount compatibility. SPST. 
Embossed reel packaging available; go online or call. 


RoHS 
Compliant 
Available 


Features: 

© Very low profile 

© Surface mount 

Specifications: 

© Contact rating: 50mA at 15VDC 

@ Electrical Life: 1,000,000 cycles - 100gf; 500,000 
cycles - 160gf; 200,000 cycles - 250gf 

© Contact resistance: 200mO 

@ Insulation resistance: 50MO 

® Dielectric strength: 250VAC. 

© Travel: 0.20mm 


~/ 
(> EeSWITCH’ 
WwW 


RoHS _ 
Compliant 
Available 


7914J 
Price Each Tape Cut 
Mfg. Part No. Force Stock No. 4-9+ Mfg. Part No. Force Stock No. 1-9+ 
Solder, Non Illuminated, J-Hook Solder, Non Illuminated, Cut Tape 
@ 7914J-001-000 300gF 66F2846 0.74 @ TL3315NF160Q 160gf 15N4507 0.09 
Solder, Non Illuminated, Right Angle Solder, Non Illuminated, Full Reel 
@ 7914S-001-000 300gf 66F2848 4.07 @ TL3315NF160Q 160gf 14P9514 0.08 
Solder, Non Illuminated, Through-hole PIM_121344 
@ 7914H-001-000 300gf 66F2847 0.36 
PIM_5141 SERIES TL 1150 TACTILE SWITCHES a 
Features: | => EeSWITCH’ 
@ Long operating life (1,000,000 cycles) wW 
TACTILE SWITCHES ~ © 2-lead 6mm x 6mm design RoHS 
© Contact Material: Silver => EoSWITCH’ _ Specifications: Geesimpiat 
© Contact Rating: 50 MA; 12 Vde Ww © Contact rating: 50mA at 30VDC Available 
@ Travel: 0.13 +0.05mm © Life expectancy: 1,000,000 cycles 4 
© Operating Temperature: -40C To +85C ® Contact resistance: 100mO 
TapaGut @ Insulation resistance: 100MO 
pilope ® Dielectric strength: 6(00VAC 
Mfg. Part No. Force Stock No. 1-249+ © Operating temperature: -25°C to 85°C 
SMD, Non Illuminated © Travel: 0.35mm 
TL3780AF100QG 100gf 11AC9678 0.34 
TL3780AF 160QG 160gf 11AC9679 0.11 Actuator Price Each 
TL3780AF240QG 240gf 11AC9680 0.19 Mfg. Part No. Force Height Stock No. 1-9+ 
TL3780AF330QG 330gf 11AC9681 0.24 Through Hole, Non Illuminated 
PIM_5696299 @ TL1150AF070Q 70gf 5.75mm 15N4495 0.34 
PIM_121340 


TL9100 SERIES TACTILE SWITCHES 


© Single pole single throw 
@ Multiple actuation forces 
© Soft Touch” tactile switch 
© Surface mount device 


~ 
(> E*SWITCH’ 
4 


Tape Cut 
Mfg. Part No. Force Stock No. 1-99+ 
SMD, Non Illuminated 
TL9100AF200Q 200gf 18AC7095 0.88 
TL9100AF350Q 350gf 18AC7096 1.49 


PIM_5728143 


TL3700 SERIES ULTRA MINIATURE a~ 
TACTILE SWITCHES {> EeSwitCcH’ 
WwW 
RoHS 
Ose 
Available 
Features: @ Medical equipment 


@ 3.0mm (W) x 2.6mm (L) x 0.65mm (H) dimensions 
@ Up to 100,000 cycle life expectancy 

© 100gf and 160gf options 

Markets 

© Audio/Visual 

© Computer peripherals 

© Consumer electronics 

@ Handheld devices 


@ Telecommunication 

Specifications: 

Electric rating: 20mA @ 15VDC 

Contact resistance: 500 Mohm min. at 500VDC 
Dielectric strength: 250VAC for 1 minute 
Operating temperature: -40°C to 85°C. 

Travel: 0.15 mm 


> CONTINUED > 
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SERIES TL 1100 TACTILE SWITCHES 


Features: 

© Reliable dome contact technology 
® Strong tactile/audible feedback 

@ Multiple operating force options 
Specifications: 

Contact rating: 50mA at 12VDC. 

© Life expectancy: 100,000 cycles 

® Contact resistance: 100mO 

@ Insulation resistance: 100MO 

© Contact material: Silver plated phoshor bronze 
Co) 

e 

e 


~/ 
(> E*eSWwITCH’ 
4 


Compliant 
Available 


Terminals: Silver plated copper alloy 
Dielectric strength: 250VAC 
Operating temperature: -20°C to 70°C 


© Travel: 0.3 typ. 


Actuator Price Each 
Mfg. Part No. Force Height Stock No. 1-9+ 
Solder, Non Illuminated 
@ TL1100F160Q 160gf 3.3mm 15N4463 0.57 
Through Hole, Non Illuminated 
@ TL1100DF160Q 160gf 4.3mm 15N4460 0.29 
@ TL1100EF160Q 160gf 7.5mm 15N4461 0.56 
@ TL1100FF160Q 160gf 12mm 15N4462 0.49 
PIM_121339 
SERIES TL 1014 TACTILE SWITCHES a 
Features: | => EeSWITCH’ 
© Subminiature design wW 


@ Right-angle SMT 
Specifications: 

Contact rating: 50mA at 12VDC. 
Life expectancy: 100,000 cycles 
Contact resistance: 100mO max 
Insulation resistance: 100MO min : 
Contact material: Stainless steel 
Teminals: Brass 

Dielectric strength: 250VAC 


RoHS — 
Compliant 
Available 


© Operating temperature: -20°C to +70°C 


e 
e 
e 
e 
e 
° © Travel: 0.30mm 
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SERIES TL 1014 TACTILE SWITCHES (CONT.) 


@ Indicates RoHS Compliant 
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PCB THRU HOLE TACTILE SWITCHES (CONT.) 


Tape Cut Price Each 
Mfg. Part No. Force Stock No. 1-9+ Mfg. Part No. Force Stock No. 1-24+ 
SMD, Non Illuminated, Cut Tape Non Illuminated 
@ TL1014AF160QG 180gf 15N4456 0.27 @ MC32860 100g} 67P3639 0.19 
SMD, Non Illuminated, Full Reel @ MC32865 100g 67P3644 0.07 
@ TL1014AF160QG 180gf 14P9500 0.37 @ MC32867 100g 67P3646 0.34 
Solder, Non Illuminated, Cut Tape @ MC32870 100g 67P3649 0.23 
@ TL1014BF160QG 180gf 15N4457 0.51 @ MC32832 160g 67P3617 0.13 
Solder, Non Illuminated, Full Reel @ MC32835 160g 67P3620 0.13 
@ TL1014BF160QG 180gf 14P9501 0.37 @ MC32836 160g 67P3621 0.17 
PIM_121337 @ MC32838 160g 67P3623 0.16 
@ MC32856 160g 67P3635 0.21 
NAVIGATION SWITCHES a~ @ MC32857 160g 67P3636 0.05 
4 => E 2 SW ITC H ® @ MC32866 160g 67P3645 0.20 
4 @ MC32871 160g 67P3650 0.23 
RoHS @ MC32864 260g 67P3643 0.22 
~~ Geptinnian : 
© Available Solder, Non Illuminated 
@ MC32862 100g} 67P3641 0.07 
@ MC32828 160g 67P3613 0.18 
@ MC32829 160g 67P3614 0.07 
- @ MC32830 160g 67P3615 0.05 
JS5208 JS1300AQ @ MC32831 160g 67P3616 0.05 
gc joystick switch ° eck yen cei eta ba ue oe 
@ Available with or without mounting bosses © Contact resistance: 500m0 © MC32834 160g 67P3619 0.05 
© Designed for SMT applications that require @ Insulation resistance: 100MO @ MC32837 160g 67P3622 0.14 
specications: ® Operating temperature: -25°C to 70°C ed me lieead ae 
© Contact rating: 20mA at 12VDC @ MC32863 160g 67P3642 0.20 
No-o Tape Cut @ MC32872 160g 67P3651 0.09 
Mfg. Part No. Directions Stock No. 1-9+ @ mc32874 160g 67P3653 0.31 
© 18130040 4 15N4454 ae @ MC32873 260g 67P3652 0.47 
© J85208 ri 15N4455 aii @ MC32875 260g 67P3654 0.11 
@ JS1300AQ 4 14P9499 1.09 BIMSars 
PIM_121336 
TS SERIES PUSHBUTTON TACTILE SWITCHES @ 
SMT TACTILE SWITCHES @ ariel and non-illuminated versions multicomp 
multicomp @ Housing color: Black ” 


© Contact rating: 50mA at 12VDC 
© Circuitry: SPST-NO 


7 


RoHS _ 
Compliant 
Available 


© Contact resistance: 100mO 
© Operating temperature: -25°C 


@ Electrical life: 500,000 cycles to 70°C 
Tape Cut 
Mfg. Part No. Force Stock No. 1-24+ 
Non Illuminated, Brown, 3.5mm 
@ MC32844 180gf 67P3625 0.11 
@ MC32847 180gf 67P3628 0.43 
Non Illuminated, Brown, 5.2mm 
@ MC32849 180gf 67P3630 0.45 
Non Illuminated, Transparent, 3.5mm 
@ MC32845 360gf 67P3626 0.12 
PIM_147275 
PCB THRU HOLE TACTILE SWITCHES multicomp 


4 


MC32830 


MC32835 


a > 


MC32861 


MC32857 
© Contact rating: 50mA at 12VDC 
® Circuitry: SPST-NO 
© Electrical life: 300,000 cycles 


oe 


MC32874 


o 


MC32865 


© Contact resistance: 100mO 
© Operating temperature: -25°C 
to 70°C 


MC32875 


MC32867 


RoHS — 
Compliant 
Available 


> CONTINUED > 


© Cap color: 2 = Black, 3 = Red, 6 = Green 
Specifications: 

© Circuity: SPST 

Contact rating: 50mA at 12VDC. 
Dielectric Voltage: 250Vac 

Contact resistance: 100mO 

Operating force: 160gf 

Total travel : 0.25mm 

Operational life : 100,000 cycles 
Operating temperature: 10°C to 160°C. 


e 
e 
e 
e 
e 
) 
e 
@ Function: Off-(On) 


RoHS 
> epiin pliant 
Available 


@ (On) = Momentary action 


Mfg. Part No. Force 


Price Each 


Stock No. 1-24+ 


Solder, Illuminated, Round, Red 


@ TS3B23 160g 


95M4495 5.02 


Solder, Illuminated, Square, Red 


@ TS3A23 160g 


95M4494 5.02 


Solder, Non Illuminated, Round, Black 


@ TS0B22 160g 


95M4491 3.05 


Solder, Non Illuminated, Round, Green 


@ TS0B26 160g 


95M4493 0.31 


Solder, Non Illuminated, Round, Red 


@ TS0B23 
Solder, Non Illuminated, Square, Black 


160g 


95M4492 3.10 


@ TSOA22 160g 


95M4488 2.30 


Solder, Non Illuminated, Square, Green 


@ TSOA26 160g 


95M4490 3.05 


Solder, Non Illuminated, Square, Red 


@ TSOA23 160g 


95M4489 3.04 


PIM_142185 


PIM_5624808 


1046 Go online or call for non-compliant or &?ROHS Compliant products. See page 2 


Custom Panel Meters 


Choose your own colors, text, and company logo 
Custom scale, range and pointer types 
Analog/Digital Meters, Sensors, Controllers and more 


Email panelmeters@newark.com 


Call 800 859 1257 


SWITCHES & SENSORS 


SWITCHES — TACTILE 


DTS SERIES TACTILE SWITCHES 


multicomp 


MCTA3 SERIES TACTILE SWITCHES (CONT.) 


Features: Tape Cut 
© Sharp click feel with a positive tactile feedback ae a 
© Ultraminiature and light weight structure suitable d _—" RoHS Mfg. Part No. Force Stock No. 124+ 
for high density mounting nem Non Illuminated 
© Insert moulding in the contact with special @ MC32855 260g} 67P3634 1.18 
treatment prevents flux build-up during soldering r Solder, Non Illuminated 
and permits auto-dipping f & onder, Non Muminate 
© Tin-plated steel cover @ MCTAEF-25N-V 200g} 11N5444 1.18 
act ta senesen 100 <0 7 @ MCTA3-1R2-V 260g) 12N2296 1.90 
© Operation Force : +509; +50g t@ 
© Stroke : (6 x 6)0.25 (+0.2mmi-0.1mm) (Oo! SNC TREY as tel ay 
© Operating temperature: -25°C to +70°C 5 : @ MCTA3-2R2-V 260g 12N2298 1.97 
® Vibration test : MIL-STD-202F Method 201A @ Time: 2 hours each direction @ MCTA3-3R2-V 2609 12N2300 2.08 
e : ‘ 
eset X,Y, 2, three mutually perpendicular Shock test: MIL-STD-202F Method 213B @ MCTA3-4R3.V 260g 12N2303 2.23 
3 @ MCTAEF-25R-V 300g 411N5445 4.25 
Price Each 
Mfg. Part No Fores Stock No | ae @ MCTAEF-25S-V 450g) 11N5446 1.30 
Solder, Non Illuminated PIM_121347 
@ DTSGL-61K-B 100gf 96K8954 0.52 
@ DTSL-61R-B 260gf 96K8955 0.52 TACTILE SWITCHES @ 
@ DTSM-32S-B 320gf 96K8956 0.05 multicomp 
PIM_121389 
TM-533-T/R SERIES TACTILE SWITCHES Hi 
Features: m m 
© Sharp click feel with a positive tactile feed-back u Ico [Pp i ] 
@ Ultraminiature and light weight structure suitable for f ’ RoHS | \ 
high density mounting } ) Avalahe. \ 
@ Insert moulding in the contact with special treatment . j MCDTS2-4N MCDTS6-1K MCDTSHW6-9N-B MCDTSAG-5K 
prevents flux build-up during soldering and permits Specifications: © Voltage rating: 12VDC min. Ros ie 
: am cae © Current rating: 50mA @ Insulation resistance: 10MR @ Avatabie 
hae Prete ; © Contact resistance: 100mR max. 500VDC 
bd Contact disc: Phosphor bronze with silver cladding @ Dielectric strength: 250VAC/1 minute © Stop strength: 3kgf 15S 
hg Lead ph with silver aa Jastic bi © Operating temperature: -25°C to +70°C @ Wave solder: 260°C max 5S 1.6mm PCB 
: ea -temperature thermoplastic base © Electrical life: 100000 operations min. © Hand solder: 320°C 2S 30W iron 
7 i ou © PCB Hole dia.: 1.0 +/- 0.05mm 
ecifications: < f 
a ein Force : 160 +50gf © Vibration test : MIL-STD-202F Method 201A Length of switch body and actuator 
© Stroke : 0.25 (+0.2mm /-0.1mm) ) Directions :X, Y, Z, three mutually perpendicular Price Each 
© Operating temperature: -25°C to +70°C ‘ oie easranician Mfg. Part No. Force Stock No. 4-244 
IG Solder, Non Illuminated 
ape Cul 
——— @ MCDTSA6-2K 100g 26M1110 0.27 
; : ; -24+ 
as i Fant. cae Stock No at @ MCDTS6-1K 100g 26M1121 0.21 
; @ MCDTS6-3K 100g 26M1125 0.23 
@ TM-5331-Q-T/R 160gf 98K1715 0.57 
z @ MCDTS6-5K 100g 26M1127 0.27 
PIM_121388 @ MCDTSA6-5K 100g 80K8276 0.31 
@ MCDTSHW6-9N-B 160g 13M5921 0.65 
TLL SERIES TACTILE SWITCHES ul ‘ico @ MCDTSJW6-8S 160g 23M2752 0.66 
Features: I n m 
@ Sharp click with positive tactile feed-back Pp SMCDISAD-ZN 1609 ZOMiN Wer 
© Ultraminiature and light weight RoHS @ MCDTSA6-5N 160g 26M1113 0:31 
° comes moulding prevents flux build-up enabling rota @ MCDTS2-1N 160g 26M1117 0.38 
auto-dipping 
© Stainless steel contact disc MCD TSeN 1609 2oMie O80) 
@ Terminal : Brass with Silver plating @ MCDTS6-1N 160g 26M1122 0.22 
@ Black LCP high-temperature thermoplastic base @ MCDTS6-3N 160g 26M1126 0.24 
Heo aaa thermoplastic stem @ MCDTS6-5N 160g 26M1128 0.27 
© Contact rating: 50mA at 12VDC @ MCDTS6-2N 160g 80K0985 0.22 
bg canines ih £50gf TL(L)-62 @ MCDTSA6-2R 260g 26M1112 0.27 
© Stroke: 0.20 +/-0.10mm 
© Operating temperature: -25°C to +70°C tion resistance: 100MO at 500VDC SMCDTSAG-OR 260g ZOMII 0105 
© Electrical Life: 200,000 cycle © Dielectric strength: 250VAC @ MCDTS2-1R 260g) 26M1118 0.41 
© Contact resistance: 100mO © Contact arrangement: SPST @ MCDTS2-4R 260g) 26M1120 0.41 
Price Each @ MCDTS6-2R 260g) 26M1124 0.25 
Mfg. Part No. Force Stock No. 1-24+ @ MCDTS6-5R 260g 26M1129 0.28 
Solder, Illuminated, Green @ MCDTSJW6-6N 350g) 26M1115 0.71 
@ TLL-62BG 160gf 98K1562 1.90 PIM_116606 
Solder, Illuminated, Red 
@ TLL-626R ‘60gf 98K1563 193 TACTILE SWITCH - VERTICAL © 
Solder, lluminated, Velow © Volage rating: 12V0C multicomp 
@ TLL-62BY 160gf 98K1564 4.93 © Current rating: 50mA 
@ Dielectric strength: 350VAC RoHS _ 
PIM_121387 © Contact resistance: 100mO alae. 
© Insulation resistance: 100MO at 500Vdc 
© Operating temperature: -25 to 70°C 
MCTA3 SERIES TACTILE SWITCHES @ e Dim: H 56 W =4.4,D=4.75mm 
Features: multicomp Ultra-low design with a very small profile, dust-proof case 
© Stainless steel cover _ for a multitude of applications in telecommunications, video 


@ Nylon high-temperature thermoplastic 
® Silicon rubber seal 

Specifications: 

© Minimum stroke: 0.15mm 

© Operating temperature: -25°C to +70°C 
© Electrical life: 200,000 cycles 

© Contact resistance: 100mO 


1.800.463.9275 © newark.com 


—————- 


RoHS — 
Compliant 
Available 


MCTA3-1R2-V 
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recorders, digital cameras and audio devices. 


Tape Cut 
Mfg. Part No. Force Stock No. 1-24+ 
SMD, Non Illuminated 
@ MC32840 260gf | 67P3624 0.11 
Solder, Non Illuminated 
@ MCTJ-416-V 160gf 31M5594 0.04 
PIM_116574 
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TACTILE SWITCHES - HORIZONTAL 
Voltage rating: 12VDC 
Current rating: 

Dielectric strength: 250VAC. 
Contact resistance: 100mO 
Insulation resistance: 100MO at 500Vdce 

Operating temp: -25 to 70°C 

Dim: H = 1.67, W = 4.7, D (Body) = 3.5 - (Overall) = 
4.5mm 

A horizontally actuated tactile switch with one NO contact. 
The switch has a side push of 0.3mm with a 220gf to 
operate and a very small PCB footprint. 


multicomp 


RoHS _ 
Compliant 
Available 


50mA 


Tape Cut 
Mfg. Part No. Force Stock No. 1-24+ 
Solder, Non Illuminated 
@ MCPTCF-V 2109f 26M2082 0.71 
@ MCPTF-V 2209f 31M5586 0.90 
PIM_116573 
PUSHBUTTON TACT SWITCH rat 
Features 
Feature multicomp 
@ Long operational life RoHS | 
© Long travel of 1.3mm compan 
© Excellent tactile feedback without audible click sound 
© Low contact resistance 
Specifications 
© Current switching: 50mA @ 12V de 
© Contact resistance: 100mR max 
@ Insulation resistance: 100MR @ 500V de 
@ Dielectric strength: 300V ac for 1 minute 
© Operating temperature: -40°C to +85°C 
© Electrical life: 30000 operations min 
Tape Cut 
Mfg. Part No. Force Stock No. 1-24+ 
Solder, Non Illuminated 
@ MCLTL-613R 200gf 74M3029 1.23 
PIM_116549 
NAVIGATION SWITCH - MULTIDIRECTIONAL Ha 
@ Voltage Rating: 12VDC I ni m 
© Dielectric strength (VAC)/1 minute: 250 UW Ico e 
@ Insulation resistance: 100MO at 500Vdc RoHS _ 
© Operating temperature: -25° to 85°C ample 
@ Dimensions: 1.67(H) x 4.7(W) x 3.5(D)mm 
These multidirectional navigation switches require an 
operating force of 160gf with a center push of 320gf. They 
have a very long electrical life of at least 100,000 cycles. 
No. of Price Each 
Mfg. Part No. Directions Force Stock No. 1-99+ 
@ MCMT5-F-V 4 160 of 31M5582 0.50 
PIM_116545 
NAVIGATION SWITCH rat 
Voltage Rating: 12VDC m mi 
Dielectric strength (VAC)/1 minute: 250 u Ico [S 


Insulation resistance: 100MO at 500Vdce 

Operating temperature: -25° to 70°C 

Dimensions: 1.55(H) x 9.8(W) x 9.8(D)mm 

A multi-directional TACT switch with a center push function. 
The operating force required for the side switches is 180gf 
while the center push force is 320gf. The device has an 
exceptional life expectancy of 200,000 electrical cycles. 


RoHS _ 
Compliant 
Available 


No. of Tape Cut 
Mfg. Part No. Directions Force Stock No. 1-99+ 
@ MCTT5-V 5 180 gf 31M5595 See 
PIM_116543 


Cut costs, not corners with 


Board & Box Components 
newark.com/multicomp 


multicomp 


PIM_5624836 
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NAVIGATION SWITCH 

Voltage Rating: 5VDC 

Dielectric strength (VAC)/1 minute: 100 

Insulation resistance: 100MO at 500Vdce 

Operating temperature: -25° to 80°C, -30°C to 80°C 
MPLJ dimensions: 2.55(H) x 12(W) x 9.3(D)mm 

MPL3 dimensions: 2.35(H) x 11.8(W) x 11.8(D)mm 

This series of 3 way navigation switches has an integrated 
center push switch. They have an electrical life in excess 
of 100,000 operations. The MCPLJ switch requires an 
operating force of 40gf on the return actuator and 150gf on 
the center push switch. The MCPLS series requires 70gf 
on the return actuator and 200gf on the center push switch. 
MCPL3-AC-V switch has an integrated Mounting Knob. 


multicomp 


RoHS _ 
Compliant 
Available 


No. of Tape Cut 
Mfg. Part No. Directions Force Stock No. 1-99+ 
Mounting Knob 
@ MCPL3-BC-V 3 200 gf 31M5585 2.39 
Mounting Knob Integrated 
@ MCPL3-AC-V 3 200 of 31M5584 2.39 
PIM_116541 
TACTILE SWITCHES 
OMRON. 
ELECTRONIC COMPONENTS 
GeBiore ; 
Compliant 
—) Available 
é 
Projected Flat 


© Contact form: SPST-NO 
© Contact resistance: 100mO min. (@ 250VDC) 
@ Dielectric strength: 50VAC, 50/60Hz for 1 min. 


B3W series are ideal for applications such as audio, office and communications equipment, measuring 


© Bounce time: 5ms max. 
© Switching capacity: 50mA 24VDC (resistive load) 


instruments, industrial robots, VCRs, and vending machines. Switch height x pitch: 4.3 x 6.5mm (flat plunger); 
7.3 x 6.5mm (projected plunger). 
Price Each 
Mfg. Part No. Force Stock No. 1-9+ 
Solder, Non Illuminated, Extended Plunger 
@ B3W-4050 1.96N 36K3107 0.39 
@ B3W-4055 BY OMZ 3.43N 43K6668 0.83 
Solder, Non Illuminated, Flat Plunger 
@ B3W-4000 BY OMZ 1.96N 1706894 0.69 
@ B3W-1002 2.26N 1706891 = 
Solder, Non Illuminated, Plunger 
@ B3W-1152 2.26N 8904225 0.56 
PIM_75290 
TACTILE SWITCHES 
© Contact form: SPST-NO OmrRON. 
© Contact resistance: 100 milliohms max (at 5VDC, 1mA; initial value) 
@ Insulation resistance: 100 megaohms min (at 250VDC) ELECTRONIC COMPONENTS 
© Dielectric strength: 500VAC, 50/60Hz for 1 minute < Hau , 
. P ompliant 
© Bounce time: 5ms max. ‘Available 
© Switching capacity: 5 to 24VDC, 1 to 50mA (resistive 


load) 
@ Insulation voltage: 30VDC 
© Taped radial type, vertical type, high-force available 
© Suffix “-P” indicates embossed tape packaging rf 


Reset force: 20g (B3F-1, B3F-3, B3F-6 and B3FS); 30g (B3F-4). Pretravel: 0.25 +0.2/-0.1 (B3F-1, B3F-3, 
B3F-6 and B3FS); 0.3 +0.2/-0.1 (B3F-4). 


Actuator Price Each 

Mfg. Part No. Force Height Stock No. [19+ 
Solder, Non Illuminated 
@ B3F-3150 0.98N 52F3554 0.39 
@ B3F-1070 0.98N 52F3551 = 
@ B3F-1020 0.98N 52F3547 0.14 
@ B3F-3120 0.98N 52F3552 0.38 
@ B3F-1000 0.98N 36K7138 0.20 
@ B3F-1050 0.98N 36K7141 0.28 
@ B3FS-1000 0.98N 36K3106 0.39 
@ B3FS-1000P BY OMZ 0.98N 34K1328 0.43 
@ B3F-1150 0.98N 8904149 0.27 
@ B3F-3100 0.98N 8904153 0.34 
@ B3F-6050 BY OMZ 0.98N 8904173 0.49 
@ B3F-4000 BY OMZ 1.27N 36K3105 0.60 
@ B3F-4050 BY OMZ 1.27N 36K7142 0.10 
@ B3F-5000 1.27N 93B2941 0.68 
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SWITCHES — TACTILE 


TACTILE SWITCHES (CONT.) TACTILE SWITCHES (CONT.) 
Actuator Price Each Price Each 
Mfg. Part No. Force Height Stock No. 1-9+ Mfg. Part No. Force Stock No. 1-9+ 
Solder, Non Illuminated SMD, Non Illuminated 
@ B3F-5050 1.27N 88F4982 0.57 @ B3S-1002P 2.26N 8904217 0.75 
@ B3F-5051 1.27N 8904165 1.97 Solder, Non Illuminated 
@ B3F-3152 1.47N 52F3555 0.38 @ B3S-1000 1.57N 52F3560 0.82 
@ B3F-3122 1.47N 52F3553 0.19 @ B3S-1000P 1.57N 50B6363 1.03 
@ B3F-1052 1.47N 52F3550 0.23 @ B3S-1100P 1.57N 8904218 0.60 
@ B3FS-1002P BY OMZ 1.47N 09J1583 0.46 @ B3SN-3012P 1.57N 20C3997 0.72 
@ B3F-1022 1.47N 36K7140 0.39 @ B3SN-3012 1.57N 34K1329 a 
@ B3FS-1002 BY OMZ 1.47N 36K1873 0.52 @ B3SN-3112P 1.57N 34K1331 0.71 
@ B3F-4005 BY OMZ 2.55N 52F3557 0.36 @ B3S-1002 BY OMZ 2.26N 52F3561 0.51 
@ B3F-4155 2.55N 25C4356 0.50 PIM_11927 
@ B3F-1005 2.55N 8904130 0.07 
Sree eal. eal = LONG-STROKE TACTILE SWITCHES 
@ B3F-1025 2.55N 5mm 8904134 0.28 omrROon 
Through Hole, Non Illuminated ELECTRONIC COMPONENTS 
© B3F-6000 BY OMZ 0.98N 8904167 0.29 Features: © Circuitry: SPST-NO RoHS 
@ B3F-1022-G 1.47N 89M6976 1.43 © Long stroke of 0.85 mm provides radically © Contact resistance: 500mO max Ose 
@ B3F-6002 BY OMZ 1.47N 39P9780 0.50 improved operability @ Insulation resistance: 100MO min Avallable 
= 255N 8904137 = @ Light touch with a minimum overstroke of 0.25mm_ _@ Dielectric strength: 250VAC, 
@ B3F-1055 : = High durability achieved with 2,000,000-operation 50/60Hz for 1 min 
PIM_75289 capability © Bounce time: 5ms max 
Specifications: © Life expectancy: 2,000,000 operations min. 
© Switching capacity: 50mA, 12VDC (resistive load) © @ Weight Approx: 0.27g 
8mm TACTILE SWITCHES © Operating temperature: -25°C to 70°C 
@ Allows use of radial tapping insertion machines omRON. Price Each 
© Conforms to IEC529 IP67 tcc 
© Contact configuration: SPST-NO ELECTRONIC COMPONENTS Mfg. Part No. : Force Stock No. 1-9+ 
© Double sealing for water-tight/dust-tight protection Hae fant Through Hole, Non Illuminated 
© Height x pitch: 13 x 5mm Available @ B3M-6009 0.69N 04M8458 0.71 
© Switching capacity: 50mA @ 12VDC (resistive load) Pi Aat06t 
@ Usage as a standard PC board az 
B3WN series is designed for a 1.6mm thick, single-sided PC 
board. Can be soldered automatically or manually. Insulation = 
voltage: 30VDC. Contact material: silver plating. Contact abhi SERIES LIGHT TOUCH SWITCHES Panasonic 
resistance: 100MO max. (initial value). Life expectancy: Exist dimensions : 6.0 mm x 6.1 mm, Height 5.0 mm RoHS 
100,000 operations min. Ambient temperature: -25°C to +85°C © Steady and low contact resistance (100 mO na ) Oa 
43° 9 i 2 Availabl 
(-13°F to +185°F). Switches are packed as tape on reel. © Excellent solderability (J-bent-type terminals) wailable 
Tape Cut © Snap action/Push-on type SPST 
aT ® Contact Resistance: 100mO max. 
Sad Wig ran te. a Force ptockiNod use © Operating Temperature: -40°C to +90°C 
older, Non Illuminate 
u Tape Cut 
@ B3WN-6002 1.96N S6K9108) 0.89 Mfg. Part No. Force Stock No. 41-9+ 
PIM_61880 Solder, Non Illuminated 
@ EVP-ASAC1A 1.6N 06X4025 st 
B3AL SERIES LONG STROKE TACTILE SWITCHES @ EVP-ASACIA 1.6N 06X4026 0.37 
omRON. @ EVP-ASBC1A 2N 06X4027 0.22 
ELECTRONIC COMPONENTS @ EVP-ASDC1A 2.5N 06X4029 0.36 
© Switching capacity: 1 to 50 mA at 5 to 16 VDC © Contact resistance: 100 mohm RoHS @ EVP-ASEC1A 3N 06X4031 = 
(resistive load) max. Gepiinyan z 3.5N 06X4033 
@ Ambient operating temperature: -40°C to 90°C @ Insulation resistance: 100 Mohm Available SE VEnSreIA - O35 
at 60% max min. (at 100 VDC) PIM_211957 
© Ambient operating humidity: 35% to 85% (at 5°C ® Dielectric strength: 250 VAC, 50 / 60 Hz for 1 min. 
to 35 °C) © Bounce time: 5 ms max. 
© Contact configuration: SPST-NO © Pretravel (PT): 1.3 EVQPQ SERIES 4.5MM SQUARE SMD LIGHT Panasonic 
Teta «= TOUCH SWITCHES J 
\lneea Coe Features: cS) RoHS | 
Mfg. Part No. Force Stock No. 3s © Lightweight: 20mg (1/2 compared with coventional Gee timsian 
Solder, Non Illuminated type) Available 
@ B3AL-1003P 3.5N 5578512 2.25 Specifications: 
Pi 497536 @ Snap action/push-on SPST 
= © Rating: 10A 2VDC to 20mA 15VDC (resistive 
load) < 
TACTILE SWITCHES pone les ene omenm ner) © Operating temperature: -20°C to +70°C 


OMRON. 


ELECTRONIC COMPONENTS 


RoHS _ 
Compliant 
Available 


B3S 
B3SN 

B3S series are surface mount switches ideal for high-density packaging. Sealed construction allows tactile 
switches to be mounted and soldered to a PC board. SPST contacts. Ideal for applications such as audio, office, 
and communications equipment, measuring instruments, industrial robots, VCRs, TVs, and vending machines. 
Switching capacity: 50mA 240VDC (resistive load). Permissible load: 1mA 5VDC (resistive load). “P” suffix 
denotes embossed tape packaging. 

B3SN series surface-mount mechanical key switches have a sealed construction for dusty or humid 
environments. J-lead style SMT. Compact and more than 1 mm thinner than conventional mechanical tactile 
switches. SPST-NO contacts. Rated 0.1A, 30VDC (resistive load). Switching capacity: 5 - 24VDC, 1 - 30mA. 
“P” suffix denotes embossed tape packaging. 


> CONTINUED > 


1.800.463.9275 © newark.com 


®@ Insulation resistance: 50Mohm 
© Dielectric withstanding voltage: 250VAC for 1 
minute 


Applications: 


© Operation switches for portable electronic equip- 
ment, such as camcorders, audio players 


Tape Cut 
Mfg. Part No. Force Stock No. | 1-24* 
Solder, Non Illuminated 
@ EVQ-PQHB55 1.6N 8372783 0.20 
@ EVQ-PQMB55 2.4N 8312784 0.22 


PIM_209132 
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SWITCHES & SENSORS 


SWITCHES — TACTILE 


EVQPL SERIES 4.9MM SQUARE SMD LIGHT 


TOUCH SWITCHES 


EVQ-PLHA15-With Push-Plate 


Features: 

@ External dimensions: 4.9mm x 4.9mm, height 
0.8mm (without push plate), 1.5mm (with push 
plate) 

Specifications: 

@ Snap action/push-on SPST 

@ Rating: 10uA 2VDC to 20mA 15VDC (resistive 
load) 


Panasonic 


RoHS 
Compliant 
Available 


EVQ-PLDA15-Without 
Push-Plate 
minute 
© Operating temperature: -20°C to +70°C 
© Operating Life (Cycles): 500000 for 1N, 1.6N 
operating force 
© Operating Life (Cycles): 200000 for 2.6N, 3.5N 
operating force 
Applications: 
© Operation switches for portable electronic 


© Contact resistance: 50mohm (max. equipment (Notebook PC, Camcorders, Portable 
@ Insulation resistance: 50Mohm audio players, etc.) 
© Dielectric withstanding voltage: 250VAC for 1 © Operation switches for car audio systems 

Tape Cut 

Mfg. Part No. Force Stock No. 1-24+ 

Solder, Non Illuminated 
@ EVQ-PLDA15 1N 8372776 0.23 
@ EVQ-PLFA08 1.6N 8312777 0.34 
@ EVQ-PLHA15 1.6N 8372778 0.24 
@ EVQ-PLMA15 2.6N 8372780 0.14 
PIM_209131 
EVQPF SERIES 5N TYPE SIDE-OPERATIONAL 1 
LIGHT TOUCH SWITCHES Panasonic 
Features: 


@ Wealth of product types: Horizontal type, snap-in 
terminals, etc. 


© Can be automatically dip-soldered: Integral molding of the 


RoHS 
Compliant 
Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


EVQPA/EVQPB SERIES LIGHT TOUCH SWITCHES (CONT.) 


Tape Cut 
Mfg. Part No. Force Stock No. [19+ 
Solder, Non Illuminated 
@ EVQ-PBCO9K 1N 52W2483 0.16 
@ EVQ-PACO7K 1N 52W2467 0.15 
@ EVQ-PACO9K 1N 52W2468 wes 
@ EVQ-PBCO7K 1N 52W2482 0.04 
@ EVQ-PBCO5R 1N 52W2481 0.16 
@ EVQ-PACO5R 1N 52W2466 wes 
@ EVQ-PACO4M 1N 52W2465 ae 
@ EVQ-PBC04M 1N 52W2480 oer 
@ EVQ-PADO5R 1.3N 52W2470 = 
@ EVQ-PAD07K 1.3N 52W2471 Se 
@ EVQ-PAD09K 1.3N 52W2472 0.15 
@ EVQ-PAD04M 1.3N 52W2469 — 
@ EVQ-PBE09K 1.6N 52W2491 = 
@ EVQ-PAE09K 1.6N 52W2476 aa 
@ EVQ-PAE07K 1.6N §2W2475 0.18 
@ EVQ-PAE05R 1.6N 52W2474 0.17 
@ EVQ-PAE04M 1.6N 52W2473 0.15 
@ EVQ-PBEO5R 1.6N 52W2489 ae 
@ EVQ-PAGO5R 2.6N 8372739 0.18 
@ EVQ-PAGO7K 2.6N 52W2478 0.14 
@ EVQ-PAGO9K 2.6N 52W2479 Ons! 
@ EVQ-PAGO4M 2.6N 52W2477 a 
PIM_209128 
EVPAE SERIES 4.5MM X 2.25MM SIDE- 1 
OPERATIONAL EDGE MOUNT LIGHT-TOUCH Panasonic 
SWITCH 
Features: 


terminals and main body prevents the escape of fl ux. 
Specifications: 
@ Snap action/push-on SPST 
@ Rating: 10uA 2VDC to 20mA 15VDC (resistive 
load) 
© Contact resistance: S0mohm (max.) 
@ Insulation resistance: 50Mohm 
@ Dielectric withstanding voltage: 250VAC for 1 


1.6N operating force 


@ Improved soldering strength in operating direction 

@ Long operational life 

@ Measure against electrostatic discharge (ESD) 

Specifications: 

© Snap action/push-on SPST 

@ Rating: 104A 2VDC to 20mA 15VDC (resistive 
load) 


RoHS _ 
Compliant 
4 Available 


@ Push travel: 0.15mm 

© Operating temperature: -40°C to +85°C 

@ Size: 4.5mm x 2.25mm (exclusing push plate) 
@ Height: 2.9mm (PCB being as low as 0.95mm) 


minute 
© Operating temperature: -20°C to +70°C 
© Operating Life (Cycles): 1000000 for 1N, 1.3N, 


© Operating Life (Cycles): 50000 for 2.6N operating 
force 
Applications: 


© Contact resistance: 1000mohm (max.) 
@ Insulation resistance: 100Mohm (at 100VDC) 
© Dielectric withstanding voltage: 250VAC for 1 


Applications: 
© Operation switches for portable electronic equip- 


© Operating switches for other electronic equipment 


Price Each 
Mfg. Part No. Force Stock No. 1-9+ 
Solder, Non Illuminated 
@ EVQ-PF003M 1N 8372753 = 
@ EVQ-PFO06K 1N 8372755 0.13 
@ EVQ-PF008K 1N 8372756 0.13 
@ EVQ-PF103M 1.3N 8312757 0.14 
@ EVQ-PF104R 1.3N 8372758 = 
@ EVQ-PF106K 1.3N 8372759 ae 
@ EVQ-PF108K 1.3N 8372760 0.21 
@ EVQ-PF203M 1.6N 8372761 0.20 
@ EVQ-PF204R 1.6N 8372762 a 
@ EVQ-PF206K 1.6N 8372763 = 
@ EVQ-PF208K 1.6N 8372764 = 
@ EVQ-PF303M 2.6N 8372765 = 
@ EVQ-PF304R 2.6N 8372766 = 
@ EVQ-PF306K 2.6N 8372767 0.14 
@ EVQ-PF308K 2.6N 8372768 ees 
PIM_209129 
EVQPA/EVQPB SERIES LIGHT TOUCH SWITCHES 1 
Features: Panasonic 
@ Wealth of product types: With or without a ground terminal, RoHS 
vertical type, snap-in terminals, etc. pennant 
© Can be automatically dip-soldered: Integral molding of the 
terminals and main body prevents the escape of fl ux. 
Specifications: 
© Snap action/push-on SPST 
@ Rating: 10uA 2VDC to 20mA 15VDC (resistive 
load) 4 
© Contact resistance: 50mohm (max.) 
®@ Insulation resistance: 50Mohm 
© Dielectric withstanding voltage: 250VAC for 1 : 
minute height = 
© Operating temperature: -20°C to +70°C © Operating Life (Cycles): 50000 for 7mm/9.5mm 
© Operating Life (Cycles): 1000000 for 4.3mm/Smm Applications: 


© Operating switches for other electronic equipment 


> CONTINUED > 


minute 
© Boucing: ON/OFF 10ms (max.) 


ment such as mobile phones, digital still cameras, 
camcorders, audio players 


Price Each 

Mfg. Part No. Force Stock No. 1-9+ 
Solder, Non Illuminated 
@ EVP-AEDB2A 1.6N 52W2452 feals) 
PIM_208989 
EVQPU SERIES SMALL SIDE-OPERATIONAL 1 
SMD LIGHT TOUCH Panasonic 
SWITCHES 


Specifications: 

® Snap action/push-on SPST 

© Straight terminals 

© Black push plate 

© Rating: 10uA 2VDC to 50mA 12VDC (resistive 
load) 

© Contact resistance: 500mohm (max.) 


RoHS — 
Compliant 
Available 


Boucing: ON/OFF 10ms (max.) 

Travel: 0.3mm 

Operating life: 100000 cycles (min.) 

Operating temperature: -20°C to +70°C 

© Size: 4.7mm x 3.5mm; Height 1.65mm 
Applications: 

© Operating switches for portable electronic equip- 


® Insulation resistance: 100Mohm (at 100VDC) ment such as mobile phones, digital still cameras, 
© Dielectric withstanding voltage: 250VAC for 1 camcorders, audio players 
minute 
Tape Cut 
Mfg. Part No. Force Stock No. [4-244 

Solder, Non Illuminated 
@ EVQ-PUJ02K 1.6N 52W2508 = 
@ EVQ-PULO2K 1.6N 52W2509 ae 
@ EVQ-PUA02K 2.2N 52W2506 0.22 
@ EVQ-PUC02K 2.2N 52W2507 es 
@ EVQ-PUD02K 2.2N 8372794 0.37 
@ EVQ-PUB02K 2.2N 8372793 0.34 
PIM_208984 
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SWITCHES & SENSORS 


SWITCHES — TACTILE 


EVPAA SERIES 3.5MM X 2.9MM SMD LIGHT- =. _ EVQPE1, EVQPN, EVQSP SERIES 6MM X 3.5MM = 

TOUCH SWITCHES 7 Panasonic sy ugirtoucn switches Panasonic 
. Specifications: ol 

> Gepsimpiat © Seah ation eid SPST Gee eimpiat 


Available © Rating: 410A 2VDC to 50mA 15VDC (resistive load) 
© Contact resistance: 100mohm (max.) 
@ Insulation resistance: 100Mohm (at 100VDC) 
@ Dielectric withstanding voltage: 250VAC for 1 minute 
@ Boucing: ON/OFF 10ms (max.) 
© Travel: 0.25mm vy 
© Operating temperature: -30°C to +85°C 
Applications: 
Specifications: © Boucing: ON/OFF 10ms (max.) © Operating switches for electronic equipment 
© Snap action/push-on SPST © Travel: 0.15mm With Black Push Plate 
@ J-bent terminals (without ground) © Operating temperature: -40°C to +85°C Tape Cut 
@ Rating: 10uA 2VDC to 20mA 15VDC (resistive @ Height: 1.7mm lsasataccaae 
load) Applications: Mfg. _ No. Force Stock No. 1-9+ 
© Contact resistance: 100mohm (max.) © Operation switches for portable electronic equip- Solder, Non Illuminated 
@ Insulation resistance: 100Mohm (at 100VDC) ment such as mobile phones, digital still cameras @ EVQ-PE104K 1N 8372745 0.55 
e ert cae withstanding voltage: 250VAC for 1 © Operating switches for keyless entry systems @ EVO-PNFO4M TON 8372781 0.91 
@ EVQ-PNFO5M 1.6N 8372782 0.38 
| tape Cut 2.4N 8372844 
Mfg. Part No. Force Stock No. 4-244 @EVO-SPNOGK : 0.77 
Solder, Non Illuminated @ EVQ-5PNO5K 2.4N 8372845 0.38 
@ EVP-AA002K 1N 8312734 0.52 PIM_208977 
@ EVP-AA202K 1.6N 8372735 0.59 
@ EVP-AA402W 2.4N 8312736 = EVQPC SERIES TYPE 5N SIDE-OPERATIONAL 4R 1 
@ EVP-AAG02W 3.5N 8312737 a LIGHT TOUCH SWITCHES Panasonic 
PIM_208983 Sapien 5 
Compliant 
Available 
EVQP0, EVQQ2 SERIES 6MM SQUARE THIN SMD 1 
LIGHT-TOUCH SWITCHES Panasonic 
Spire ‘ 
Compliant 
Available 
Features: © Insulation resistance: S0Mohm (at 100VDC) 
® Horizontal type, snap-in terminals ® Dielectric withstanding voltage: 250VAC for 1 
Evod? Evaro © Can be automatically dip-soldered: Integral mold- minute 
OG: o ing of terminals and body prevents escape of flux ® Boucing: ON 3ms (max.); OFF 8ms (max.) 
Features: © Dielectric withstanding voltage: 250VAC for 1 Specifications: © Travel: 0.25mm 
© Overstroke travel (EVQPO) or short push travel minute @ Snap action/push-on SPST © Operating temperature: -20°C to +70°C 
(EVQQ2) — © Boucing: ON/OFF 10ms (max.) @ Rating: 10uA 2VDC to 20mA 15VDC (resistive Applications: 
© J-bent terminals © Operating temperature: -40°C to +85°C load) © Operating switches for electronic equipment 
@ With or without ground terminal © Size: 6.5 mm x 6mm, Height 1.8 mm (excluding © Contact resistance: 50mohm (max.) 
Specifications: push plate) Tape Cut 
© Snap action/push-on SPST Applications: [Blepsieus 
© Rating: 10A 2VDC to 20mA 15VDC (resistive © Operating switches for electronic equipment Mfg. Part No. Force Stock No. 1-9+ 
load) © Operation switches for PC mouse Solder, Non Illuminated 
© Contact resistance: 100mohm (max.) © Car audio systems 
@ Insulation resistance: 100Mohm (at 100VDC) @ EVO-PCOO5K IN eozza — 
@ EVQ-PC205K 1.6N 8372743 0.21 
Tape Cut 
Mfg. Part No. Force Stock No. 1-9+ PIM_208976 
SMD, Non Illuminated 
@ EVQ-Q2Ww03W 2.6N 53W8284 0.29 EVQP6, EVQ6P6, EVQ9P6 SERIES 4MM SQUARE 7 
Solder, Non Illuminated SMD LIGHT.TOUCH SWITCHES Panasonic 
@ EVQ-Q2B03W 0.5N 96K9625 0.12 ry a RoHS 
ts Compliant 
@ EVO-Q2D03W 0.5N 78R8950 2 La » SER 
@ EVQ-Q2B01W 0.5N 52W2519 0.11 ahd 
@ EVQ-Q2B02W 0.5N 52W2520 0.11 EVQ-6P6B40 
@ EVQ-PON02B 0.6N 53W5023 0.14 Features: @ Insulation resistance: 50Mohm (at 100VDC) 
@ EVQ-Q2F03W 4N 96K9626 0.20 © Choice of style: with or without push plate, or ® Dielectric withstanding voltage: 100VAC for 1 
without push plate with ground terminal minute 
@ EVO-Q2H03W iN BEREOSS gay @ Long-life © Boucing: ON 3ms (max.); OFF 10ms (max.) 
@ EVQ-Q2F01W 1N 522521 0.05 © Dustproof structure © Travel: 0.2mm 
@ EVQ-P0Q02Q 4N 53W5024 0.27 ® For reflow soldering © Operating temperature: -20°C to +70°C 
PA, ne ee ccs I Specifications: © Size: 4.4mm Lx 4.1mm W 
@ EVQ-P0S02Q IN 53W5025 0.25 @ Snap action/push-on SPST Applications: 
@ EVQ-Q2F02W 1N 53W5027 = @ Rating: 10~A 2VDC to 20mA 15VDC (resistive © Operating switches for portable electronic 
@ EVQ-Q2K01W 4.3N 52W2523 0.20 load) equipment such as mobile phones, camcorders, 
° i ‘ : 
@ Eva-a2K03W T3N 52W2525 0.28 Contact resistance: 500mohm (max.) audio players 
@ EVQ-Q2K02W 1.3N 53W5028 = | Tape Cut _ 
@ EVO-Q2P03W 16N 96K9627 0.25 Solder N wigan ve: j ~ Stockine: eee 
@ Eva-02802W TON 78R8958 0.20 a ° on Te 
@ EVQ-Q2S03W 1.6N 78R8959 0.20 e Aiea TN 8372826 wee 
@ EVQ-Q2P02W 1.6N 52W2527 0.33 ar ap ane aT aaTDATT — 
pater ad ” oe val e =VOLaPSB40 2AN 8372848 = 
@ EVQ-Q2U03W 2.6N 96K9629 0.15 - oaN 8372828 — 
@ Eva-Q2U02W 26N 52W2529 = © Senevase on pees Oe 
@ EVQ-Q2U01W 2.6N 52W2528 0.11 - - — 
@ EVQ-02203W 3.5N 78R8965 0.17 PIM_208975 
@ EVQ-Q2Y03W 3.5N 96K9631 0.34 
@ EVQ-Q2Y01W 3.5N 52W2530 0.20 
@ EVQ-Q2Y02W 3.5N 53W5029 0.05 
PIM_208981 
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EVQP1, EVQ9P SERIES 6MM SQUARE 


TRAVEL SMD LIGHT-TOUCH SWITCHES 


Features: 

© Steady and low contact resistance (100mohm max.) 

@ Excellent solderability (J-bent-type terminals) 

Specifications: 

@ Snap action/push-on SPST 

@ Rating: 10uA 2VDC to 50mA 12VDC (resistive 
load) 

@ Insulation resistance: 100Mohm (at 100VDC) 

@ Dielectric withstanding voltage: 250VAC for 1 
minute 

® Boucing: ON/OFF 10ms (max.) 


LONG 


Applications: 


Panasonic 


RoHS — 
Compliant 
Available 


© Operating temperature: 40°C to +85°C © Car electronics equipment 
© Size: 6mm x 6.1mm; Height: 5mm (incl. push plate) 
Tape Cut 
Mfg. Part No. Force Stock No. 1-9+ 

SMD, Non Illuminated 

@ EVQ-P1F05M 2N 8372803 0.65 
@ EVQ-P1KO5M 2.2N 8372804 0.65 
@ EVQ-P1D05M 2.5N 8372802 0.96 
Solder, Non Illuminated 

@ EVQ-9P105M 3.5N 8372847 0.48 
PIM_208974 

EVQ11 SERIES TYPE 2R ROUND LIGHT-TOUCH 1 
eWirchee Panasonic 
Features: 


@ Excellent light-touch operational feel 

© Cast-processed terminals improve mountability 

Specifications: 

© Snap action/push-on SPST 

@ Rating: 10uA 2VDC to 20mA 15VDC (resistive 
load) 

© Contact resistance: S0mohm (max.) 

Insulation resistance: 50Mohm (at 100VDC) 

Dielectric withstanding voltage: 250VAC for 1 

minute 

Boucing: ON 3ms (max.); OFF 8ms (max.) 

Travel: 0.25mm +0.10mm 


© Size: 6mm L x 6mm W 
Applications: 


RoHS _ 
Compliant 
Available 


© Operating temperature: -20°C to +70°C © Operating switches for electronic equipment 
Tape Cut 
Mfg. Part No. Force Stock No. | 10" | 
Solder, Non Illuminated 
@ EVQ-11A04M 1N 53W3096 0.17 
@ EVQ-11A05R 1N 53W3097 = 
@ EVQ-11A07K 1N 53W3098 = 
@ EVQ-11A09K 1N 53W3099 = 
@ EVQ-11G05R 1.3N 53W3100 0.14 
@ EVQ-11G07K 1.3N 53W3101 0.32 
@ EVQ-11G09K 1.3N 53W3102 0.14 


@ Indicates RoHS Compliant 
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5N TYPE 2R LIGHT TOUCH SWITCHES (CONT.) 


Tape Cut 
Mfg. Part No. Force Stock No. 1-9+ 
Solder, Non Illuminated 
@ EVQ-21505R 1.6N 52W2564 ase 
@ EVQ-21507K 1.6N 52W2565 — 
@ EVQ-21509K 1.6N 52W2566 = 
@ EVQ-22704M 2.6N 52W2567 0.16 
@ EVQ-22705R 2.6N 52W2568 0.18 
@ EVQ-22707K 2.6N 52W2569 = 
@ EVQ-22709K 2.6N 52W2570 Aa 
PIM_208899 
FSMJ SERIES 6mm TACTILE SWITCHES 
=TE 
Ze 
AUTHORIZED DISTRIBUTOR 
4 
Price Each 
Mfg. Part No. Force Stock No. 1-99+ 
Solder, Non Illuminated 
1825910-6 160gf 60M5365 0.13 


PIM_5465367 


ALCOSWITCH FSM SERIES TACTILE SWITCHES 


« 


FSM102 


FSM4JRT 


ZTE 


connectivity 


AUTHORIZED DISTRIBUTOR 


ca? 
9 @ 
— @ 
' 
’ 
\ 


FSM2ISMATR Fig. 4 


RoHS _ 
Compliant 
Available 


@ EVQ-11L04M 1.6N 53W3103 0.14 
@ EVQ-11L05R 1.6N 53W3104 = FSMi04 
@ EVQ-11LO7K cy soni = © Circuitry: SPST © Switch operation: Off-(On) 
@ EVQ-11L09K 1.6N 53W3106 0.16 © Contact rating: 50mA © (On) = Momentary action 
@ EVQ-11U04M 2.6N 53W3107 a Price Each 
@ EVQ-11U05R 2.6N 53W3108 _ Mfg. Part No. Force Stock No. 1-9+ 
@ EVQ-11U07K 2.6N 53W3109 0.04 Non Illuminated 
@ EVQ-11U09K 2.6N 53W3110 0.16 @FSMSM 180gf 92F2863 0.34 
PIM_208969 @ 1571218-6 260gf 4172133 0.70 
SMD, Non Illuminated 
2 @ FSM2JSMATR 160gf 14H0923 (Ore 
aN NPE SIEGE TORCH EMIICHES Panasonic @ FSMCT 160gf 14H0888 0.63 
gaan pial alae a Weg See Te oe Zane 0:5 
e Cone sisi ily elderes Integral molding ae @ESMILEATES 260gt seg OAs 
of the terminals and main body prevents the escape Solder, Non Illuminated 
of flux. a @ FSM2JSMA 5.6480z! 92F2864 -- 
peste eae equipment SO FSMRAHOS polo arse ose 
@ FSM4JSMATR 5.6480z! 54M3408 0.22 
Through Hole, Non Illuminated 
@ FSMH 4.585021 40P4335 0.27 
| Tape Cut @ FSMILP 5.6480z1 02E8904 0.08 
Mfg. Part No. Force Stock No. 1-9+ @FSM101 5.648oz! 11H4185 0.06 
Solder, Non Illuminated @ FSM104 5.6480z! 14H0908 0.11 
@ EVQ-21305R iN 52W2556 -— @ FSM2JART 5.6480z! 14H0917 0.10 
@ EVQ-21307K 1N 52W2557 0.16 @ FSMCH 130gf 4172120 0.06 
@ EVQ-21309K iN 52W2558 _ @ FSM100 160gf 14H0906 0.26 
@ EVQ-21404M 1.3N 52W2559 _ @ FSM102 160gf 14H0907 0.31 
@ EVQ-21405R 1.3N 52W2560 = @ FSM4JRT 160gf 14H0928 0.17 
@ EVQ-21407K 1.3N 52W2561 = @ FSM103 160gf 114186 0.19 
@ EVQ-21409K 1.3N 52W2562 0.31 @ 3-1825910-1 160gf 61M0374 0.13 
@ EVQ-21504M 1.6N 52W2563 0.16 
> CONTINUED > > CONTINUED > 
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ALCOSWITCH FSM SERIES TACTILE SWITCHES (CONT.) 


SWITCHES & SENSORS 


SWITCHES — TACTILE 


GC SERIES REED SWITCHES (CONT.) 


@ FSMRAGJHO4 160gf 4172121 0.08 © Operating temperature: -40°C to 125°C ® Contact material: Rhodium 
PIM_106000 Switching | Switching | Contact| Contact Price Each 
Mfg. Part No. AT Range Voltage Power | Current | Resistance | StockNo.| 1-99+ 
SPDT 
RI-80 SMDH SERIES HOUSED RoHS _ ip 
DRY REED SWITCH Compliant COMUS — escistz  [soatiot20at] 4oov 7 Gow ] 1A | 100mohm | 73R7789[ 8.32 
Available "International 80/120 
. SPST-NO 
© Ideal for proximity sensors, telecom & medical © Contact layers: gold, sputtered ruthenium @ GC2322 10ATto 30AT | 150V 10W 500mA | 150mohm | 73R7790 4.24 
applications © Superior glass-to-metal seal and blade alignment 10/30 
Ultra-micro dry-reed switch hermetically sealed in a gas-filled glass envelope. Single-pole, single-throw (SPST) @ GC3817 30 AT to 50 AT A00V 60W 3A 100mohm | 73R7791 2.84 
type, having normally open contacts, and containing two magnetically actuated reeds. 30/50 
Switching | Switching | Contact| Contact | Tape Cut @GC1513 80ATto 120AT] 1500V 120W 3A 100mohm | 73R7788 = 
Mfg. Part No. AT Range Voltage Power | Current} Resistance | Stock No. 1-9+ 80/120 
SPST, Gull Wing version 1 PIM_197839 
@RI- 5ATto10AT | 175V 5W 350mA | 0.160hm | 08X6526 = 
ls LSAT SAT | 475V_| _SW_| $60mA | 0.1éohm Ga CT10 SERIES ENCAPSULATED MOLDED SWITCH —_ 
SPST, Gull Wing version 2 Specifications: =f OTO—| 
@RI- 5 AT to 10 AT 175V 5W 350mA | 0.160hm | 08X6527 - © Contact Configuration: SPST-NO ECHINOLOGY 
@RI- 1OAT{0 15AT| _175V sw | 350mA | 0.16ohm | 08X6533 = @ Contact Current Max: 500 mA RoHS 
- © Switching Voltage Max: 200 VDC Geeiinpian 
SPST, J-Lead version @ Ideal for SMD pick and place J Available 
@RI- 5 AT to 10 AT 175V 5W 350mA | 0.160hm | 08X6528 = @ Tape and reel packaging . : 
80SMDH0510-J © 10W rating / 7 
@R- TOAT to 15AT| —175V 5w | 350mA | 0.16ohm | 08x6534] 2.06 @ Rugged encapsulation — 
80SMDH1015-J © Excellent life and reliabili 
@RI- 5 AT to 15 AT. 475V 5wW 350mA | 0.160hm | 08X6531 ae The CT10 is an encapsulated molded dry reed switch. Itis single-pole, single throw (SPST) type, having normally 
80SMDH0515-J open ruthenium contacts. The sensor is a double-ended type and may be actuated with an electromagnet, a 
permanent magnet or a combination of both. The device is designed for SMD mounting and is available in three 
PIM_211917 lead configurations. 
Switching | Switching | Contact| Contact Tape Cut 
REED SWITCHES ; HAMLIN: Pi Littelfuse Mfg. Part No. AT Range Voltage Power | Current | Resistance | Stock No. 1-9+ 
© Surface mount normally open switch JUNGW PART OF experts Appt | Apes Ditred SPST-NO 
ee erent @ CT10- TAT to 30AT] 200V 7 10W | 500mA] O.2chm | 98H3468] 0.80 
1030-G1 
© Low close hysteresis (close differential 
ara peei ced lyereeae | ee anew) @CT0- 10ATto30AT| 200V | 10W | 500mA| O2ohm | 99w2154} 0.99 
The MASM-14 surface mount reed switch is a close- 1030-G2 
differential, sub-miniature, normally open switch with 
a 14mm long x 2.28mm diameter (0.551” x 0.090") @CT10- 10ATto40AT}] 200V 10W 500mA 0.20hm 33K3522 0.99 
glass envelope, capable of switching 200Vdc at 1040-G1 
10W. § @CT10- 1OATto40AT] 200V 10W 500mA | 0.20hm | 99W2155 0.46 
This reed switch is a surface mount version of 1040-G2 
MACD-14. It has high insulation resistance of 1010 PiMiat1399 
ohms minimum and a contact resistance of less than 100 milliohms. Both reed switches are intended for use in 7 
applications that require low hysteresis between Pull-In and Drop-Out values. 
Switching | Switching | Contact} Contact | Tape Cut MOLDED DRY REED SWITCHES = — 
Mfg. Part No. AT Range Voltage Power |Current} Resistance | Stock No. 1-99+ — oOoTro— 
SPST-NO LOGY 
MASM-14- | 10 AT to 15AT | 200VDC 10W 500mA | 0.1ohm | 18AC7019 = Hae ian 
10-15 a4 Avaliable 
MASM-14- | 15 AT to 20AT | 200VDC 10W 500mA | 0.1ohm | 18AC7020 = 7) ‘) 
15-20 in 
MASM-14- [20ATto25AT| 200vDc | 10w | 500mA| O.tohm | 18AC7021 = Gull Wing lead 
20-25 @ 5W power ® Actuation by electromagnetic, permanent magnet 
PIM_5740125 @ Rugged encapsulation or combination of both 
@ SPST-NO contacts ® Tape & reel packaging 
Operating temperature: -40°C to +125°C. Shock withstand: 10G. Vibration withstand: 100G. Custom 
RI-27, RI-60, RI-70 SMD SERIES DRY REED up C O MU S operating ranges available; go online or call . 
SWITCHES a 1 a es Tape Cut 
%. International Switching | Switching | Contact| Contact pt 
Mfg. Part No. AT Range Voltage Power | Current | Resistance | Stock No. 1-9+ 
ee ee 
a a a : oe 15 AT to 35AT| 140VDC 5W 350mA | 160mohm | 65K1023 3.00 
© Contact configuration: SPST © Superior glass-to-metal seal and RoHS 7 7 
© Switched power max: 10W blade alignment Ose SPST-NO, J-Lead 
© Ideal for ATE switching © Excellent life expectancy and Available @ CT05- 15 AT to 35AT} 140VDC 5W 500mA | 160mohm | 78H1413 3.00 
© Contact layers: gold, sputtered ruthenium reliability 1535-J1 
Switching | Switching | Contact| Contact Tape Cut PIM_78007 
Mfg. Part No. AT Range Voltage Power | Current | Resistance | Stock No. 1-9+ 
SESrNG MAGNETIC REED SWITCHES AND i 7 
RI- 10 AT to 45AT} 170VDC 10W 500mA | 150mohm | 8777277 1.60 MAGNETS HAMLIN wi Littelfuse 
70SMD1015 JD NOW PART OF —_bxperlise Applied | Answers Delivered 
RoHS 
RI- 10 AT to 45AT} 200VDC 10W 500mA | 115mohm | 8777275 0.34 = = B a] Cc Ose liant 
27SMD1015 Es Availabe 
roe SS oe 
RI TAT to 15AT| 200vDC | 10W | 500mA| 125mohm | 8717276 | 1.13 eas —F AL 
60SMD1015 ———— =— A 
PIM_203438 ie a | SPST-NO 
A 
SPDT-CO 
GC SERIES REED SWITCHES SwireHES 


mK ~COMUS 
. International 
RoHS 
———S— __~ Gepiinsan 
G6C1513 GC1917 @ 


SS —— 
GC3817 


GC2322 
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Switches are activated by a magnetic field from either a magnet or coil. Contacts are hermetically sealed in 
inert gas to provide long life with stable electrical and operating characteristics. NO = Normally Open; CO = 
Changeover. Combination of switching voltage and current should not exceed wattage rating. 

MAGNETS 

These interchangeable magnets are for use with above reed switches. For proper selection, use dimensions 
and A.T. range as a guide. Magnet should be positioned parallel to the switch for proper activation. Not UL 
Recognized 


> CONTINUED > 


elementiy 1053 


SWITCHES & SENSORS @ Indicates RoHS Compliant 4] Find Datasheets Online 
SWITCHES — REED 


MAGNETIC REED SWITCHES AND MAGNETS (CONT.) AIRVAL AIR -ACTUATED FOOT SWITCHES LINEMASTER 
Switching | Switching | Contact} Contact Price Each nai 
Mfg. Part No. AT Range Voltage Power |Current | Resistance | Stock No. 1-9+ Soper 
Available 
SPDT 
@ MDRR-DT- 15 AT to 30AT) 175VDC 5W 1.5A 100mohm | 94B5552 3.56 
15-30-F 
@ MDRR-DT 25 AT to 30AT| 175VDC 5W 1.5A 100mohm | 88F2984 3.06 
25-30 F 
3B-30A2-S e308 
Saree Air flows when the plunger is depressed, stops flowing when plunger is released and exhausts back pressure on 
@MDRR-DT = | 15AT fo 20AT) 175VDC SW 1.58 | 100mohm | 24C6463 5.17 output side. Mfg. part no. 3C-30A2-S is made of a rugged cast iron housing. 1/8-27 NPT inside port; 30cfm air 
15-20 F flow at 100psi; 25cfm exhaust at 100psi. Operating force: 10lbs. Mfg. part no. 3B-30A2-S is steel, 1/8-27 NPT 
@ MDRR-DT 20AT to 35AT| 175VDC SW 1.5A | 100mohm | 3402416 3.45 exposed port, 30cfm air flow at 100psi; 25cfm exhaust at 100psi. Operating force: 7lbs. Both can use switch 
20-35 F guard mfg. part no. 522-B14 sold separately. 
@ DRT- 50AT to 65AT| 500VDC | 50W 24 | 500mohm | 33F1081 = Switch Price Each 
DTH-50-65 Mfg. Part No. Operation Stock No. 1-14+ 
@ DRR-DTH 75 AT to 80 AT | SO0VDC 30W 3A 125mohm | 33F1080 — Cast Iron 
75-80  ——,_—DRDXrvmvrmroe—=c oor 
@ 3C-30A2-S On 04M4724 A 
SPST-NO a (On) 237.12 
@ MDCG-4- 12 AT to 23AT | 200VDC 10W 1.2A 100 50F7985 1.38 
42-23 ° ae g @ 3B-30A2-S (On) 04M4723 193.56 
@ MDSR-4- 12AT to 23AT| 200VDC | 10W | 500mA si 88F5171 0.62 PIM_78511 
12-23 
MLRR-3- 17 AT to 23 AT} 200VDC 20W 1A 0.1ohm | 38X7540 0.55 FS5700 SERIES FOOT SWITCHES ~ 
17-23 © 
@ SPDT, DPDT or 3PDT 2 
@MDsR-7- | 10ATto 25AT| 200vDC | tow | 800mA | 100mohm | 50F7984] 0.52 @ Momentary or altemate action functions (> E°*SWITCH 
10-25 @ High actuation force 
@ MLRR-4- 17 AT to 28 AT) 200VDC 20W 1A 100mohm | 87F2919 1.67 @ PCB mount or panel mount option 
17-28 
@ MARR-5- 17 AT to 33 AT | 1000VDC 10W 1.3A 100mohm | 94B5551 es 
17-33 
@ MDSR-4 22 AT to 38 AT| 200VDC 10W 500mA | 0.10hm 0101811 1.38 
22-38 
@ MRPR-8- 22 AT to 38AT| 250VDC 50W 2.5A 100mohm | 95F5875 2.85 
22-38 
@ DRR-129 62 AT to 68 AT) 400VDC 100W 6A 100mohm | 97B0871 = 
62-68 Switch Price Each 
@ DRR-129 67ATto73AT| 400VDC | 100W 6A 100mohm | 50B3783 = Mfg. Part No. Operation Stock No. 1-994 
clail 3PDT 
@DRR-129 | 72ATto7BAT) 400VDC ) 100W | 6A | 100mohm |§S0B97¢5) ii FS57003PLT2B2M1QE Push On-Push O} 18AC1548 4.42 
72-78 — - 
@DRR-129 |42ATt083AT| 400vDC | 1oow | GA | 100mohm | 50B3784| SO FSDIOOSPLIZHEM ZOE puso nus 1BAG ISAS ens 
42-83 DPDT 
Price Each FS5700DPMT2B2M1QE Momentary Spring Return 18AC1542 Dire: 
For Use ay F M Spring Ret 18AC1543 
Mfg. Part No. Description With StockNo. | 1-1-9 bd permeate — ey - alt — 3:98 
@H31 0.062 Square” x 0.500" | Hamlin Magnetic Sensors | 33F1090 0.56 Q oo OnE or == 2.95 
@ 133 0.12 Square” x 0.750" | Hamlin Magnetic Sensors | _33F1092 me Nee sn On Push) c 4.65 
@ 420 0.15 Diameter/0.78” Hamlin Magnetic Sensors 10M8486 2.13 pr 7 SanaP BET 
H36 0.182 Diameter/1.00" | Hamlin Magnetic Sensors | 92F2576 2.18 ESS (00S 7M 122M IGE — ay —_ = an = 
@ 132 0.19 Square” x 1.00" | Hamlin Magnetic Sensors | 33F1091 = SESS TOOSEMTZBAMZQE ae = ao = au en: 3.46 
@ H34 0.24 Square” x 1.00” Hamlin Magnetic Sensors 33F1093 4.06 —FSS7O0SPLT2B2MIQE | Push On-Push Off Ghee 
@ FS5700SPLT2B2M2QE Push On-Push Off 18AC1545 3.93 
PIM_5218 
_ PIM_5728139 
REED SWITCHES s 
FOOT SWITCH 
BLECTRONICS. INC. Wireless Foot Switch 


Metal enclosure 


: © sWave® wireless technology 
© No power supply, no wiring and pipe laying required 
. @ Easy programming of receiver 
© Output signal can be individually configurated at the receiver 


= - 
54-627 54-632 54-630 
RoHS — 
Features: @ Insulation resistance: 10GOHm complet 
@ Quick and easy installation @ Shock resistance: 30G for 1mS 
Specifications: @ Vibration resistance: 20G (10 to 1000Hz) - 
© Contact rating: 10W/VA © Life expectancy: 20,000,000 cycles Price Each 
© Contact resistance: 150mOHm © Termination: Wire leads Mfg. Part No. Stock No. 1-14+ 
© Contact material: Ruthenium Oxide over Palladium IP67 - Dust Tight, Waterproof 
Switching | Switching | Contact Contact Price Each STE-1225705RFGE 06AC3178 773.66 
Mfg. Part No. Voltage Power Current Resistance Stock No. 1-49+ PIM 5740514 
SPDT, Normally Closed & Normally Open 
@ 54-627 125VAC 3W 250mA 200mohm 11R7941 = 
7 = with 48” " PALM/FOOT SWITCHES 
SPST-NO, 3/8” (9mm) Dia with 18” Long Wire Leads wee ; OELLER 
@ 54-629 200VDC 10W 500mA 150mohm 41R7942 a For use where high visibility and large operating 
= —= surface is required. High-impact design features RoHS | 
SPST-NO, 3/8” (9mm) Dia with Adaptor Holder 94mm operating surface, positive opening contacts. complant 
@ 54-631 | 200VDC 10W 500mA 150mohm 11R7944 — Emergency stop units have yellow base, maintained 
7 Fi Stick. Pi position contacts, pull-to-release action, and are @) 
SPST-NO, Mini Stick-On Contact with Flange Center Leads tamper proof (EN418). Enclosures rated NEMA 4X, @G 
@ 54-630 200VDC 10W 500mA 150mohm 11R7943 ae 13, IP67, IP69K. Momentary units have gray/black 
SPST-NO, Mini Stick-On Surface Mount Contact with Side Leads bases. UL listed, CSA certified, CE compliant. 
@ 54-632 | 200VDC 10W 500mA 150mohm 11R7945 ees 
PIM_132371 
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PALM/FOOT SWITCHES (CONT.) 


Switch Price Each 
Mfg. Part No. Operation Stock No. 1-9+ 

3PST-2NC, SPST-NO 

@ FAK-RIVIKC11/IY (On) 41M3228 369.65 
SPST-NO, SPST-NC, Black 

@ FAK-S-KC11-I (On) 41M3229 217.09 
SPST-NO, SPST-NC, Red 

@ FAK-RIKC11/I (On) 41M3227 309.55 
PIM_59381 

EXECUTIVE FOOT SWITCH 


4-5/8" x 4” x 1-1/8". Mechanical interlock-prevents both LINEMASTER 
circuits from being operated at the same time. Die cast A \ us 
cover, painted gray finish. Complete with full nonskid base 

pad. All wiring connections are made internally so only a 
single cord must be brought out of the switch eliminating 
costly wire harness assemblies. EN 60529 degree of 


protection IP20. Rated 10A, 125-250VAC, 1/2HP. Each 


SWITCHES & SENSORS 
SWITCHES — FOOT 


LINEMASTER 


RoHS 
Compliant 
Available 


CLIPPER FOOT SWITCHES 


OW 


642-S 
632-S, -DA Protective Vinyl Boot 
632-SC3, 634-DA, 
642-S 
Twin Divider 


4.500L x 3.500W x 1.500”H except mfg. part no. 632-S TWIN, which is 4.500L x 8.375W x 1.500’H with strain 
relief connector in right side switch. All mfg. part nos. are momentary except mfg. part no. 632-DA which is 
maintained and features push-on/push-off action. Mfg. part no. 632-SC3 is pre-wired. Includes # 14/3 SJT cable 
with molded-on, three-prong series plug. Wired normally open with green lead grounded. All mfg. part nos. have 
SPDT circuits except mfg. part no. 635-S which is DPDT. Mfg. part no. 636-S is two stage momentary, each 
stage SPDT. Mfg. part no. 642-S is the wide treadle version of mfg. part no. 632-S. UL listed, UL recognized, 


side SPDT action, momentary. CSA certified, CE compliant. Mfg. part no. 522-N30 protective boot is available for standard version Clipper 
series only. 
522-814 Switch EricelEschy 
A Mfg. Part No. Operation Stock No. 1-14+ 
Switch Price Each DPDT Maintained 
Mfg. Part No. Operation Stock No. 1-4+ 2 Walntaine: 
SPDT @ 634-DA On 2207756 202.89 
@72 Off-(On) | 044762 96.91 DPDT, Momentary 
: @ 635-S (On) 04M4760 166.75 
For Use Price Each SPDT 
Mfg. Part No. —_ a saan aes da © 632-DA On-Off 044756 96.89 
@ 522-B14 inemaster Foot Switches 64.88 SPDT, Momentary 
PIM_78509 @ 632-S (On) 04M4757 58.04 
@ 642-S (On) 04M4761 98.05 
AQUILINE FOOT SWITCHES LINEM ASTER @ 632S TWIN DIVIDER Off-(On) 04M4759 243.03 
Composed of engineered polymeric material that will not SPDT, Two Stage Momentary 
rust or corrode. Mfg. part no. 972-S housing is die cast a> cor ant @ 636-S (On) 70B7056 186.33 
metal. 4 x 3-7/16 x 1-5/32” switches accommodate cord SS Available SPST-NO, Momentai 
sizes from 0.250 to 0.400 diameter. All types are rated 15A, © s 2 ry 
1/2HP, 125-250VAC. All mfg. part nos. have momentary cA us @ 632-SC3 (On) 04M4758 174.39 
action except Mfg. part no. 972-S which has two-stage Price Each 
momentary action. C € For Use | Price Each” 
Mfg. Part No. With Stock No. 1-1-14+ 
MOMENTARY ACTION @ 522-N30 Clipper Foot Switches 83H2024 14.00 
Switch Price Each PIM_3454 
Mfg. Part No. Operation Stock No. 1-14+ 
EEDT ony AIR-SEAL FOOT SWITCHES 
©9748 (On) | 04M4832 82.89 ; ; : 
SPDT, Black Combines a foot-operated air bulb mounted in a strong z “4 
i steel compact housing and a remotely located air-operated 7 A 
© 972-S (On) 044831 125.44 electric snap switch. Electrical ratings: 20A 125-250VAC, 
SPDT, Blue 1HP @ 125VAC, 2HP @ 250VAC. Operating temperature: Ge sinpian 
10°F to 120°F. A 10’ 1/8” ID PVC tubing connects the foot ‘Available 
© 971-SB (On) GAMiae26 36.18 pedal to the remote air switch, which is equipped with a 
SPDT, Gray 9/16” UNF bulkhead mount. UL recognized. 
© 971-8 (On) 04M4827 49.41 
SPDT, Orange 
© 971-80 (On) | 04m4829 71.79 Salleh Price Each 
SPDT, Yellow Mfg. Part No. Operation Stock No. 1-4+ 
@ 971-SY (On) | 04M4830 15.04 SPDT 
PIM_47274 @ 41SH12 (On) 04M4737 136.85 
@ 41DH12 On-(On) 04M4736 161.28 
HEAVY-DUTY FOOT SWITCH PIM_3391 


LINEMASTER 
Se rrpie 
WE 


This foot switch is driptight, dusttight, watertight and 
oiltight. Snap action - SPDT. Electrical rating: 20A, 1 hp, 
125-250VAC. Heavy pilot duty: 250VAC max. Size: 9-1/8" 
x 6" x 5-25/32". Weight: 4-1/2 Ibs. UL listed, CSA certified. 


“OX” SHIELD FOOT SWITCH 


Switch Price Each 
Mfg. Part No. Operation Stock No. 1-2+ 
SPDT 
@ 531-SWHOX (On) 04M4748 384.53 
PIM_47273 


1.800.463.9275 © newark.com 


491 SERIES COMPACT FOOT SWITCHES 


LINEMASTER 
Seiler 
@® FA 


Steel housing with skid-proof base pad. Dimensions: 2.87L x 2.50W x 1.12’D. Mfg. part no. 491-S is a 
momentary SPDT unit. 10A, 1/2 hp, 125-250VAC. UL recognized, CSA certified. Mfg. part no. 491-SC3 is a 
momentary SPDT wired normally open unit. 10A, 1/2 hp, 125VAC. Includes 8’ 16/3 cord and three-prong series 
plug. Green lead grounded. UL listed, CSA certified. Mfg. part no. 491-SC36 is identical to mfg. part no. 491- 
SC3 but 125-250VAC and has a 6’ 16/3 cord without a plug. Green lead grounded. Mfg. part no. 491-SC36MP is 
identical to mfg. part no. 491-SC36, except it is provided with a mounting bracket. UL listed, CSA certified. Mfg. 
part no. 491-DA is a maintained SPST unit. 10A, 1/2 hp, 125-250VAC. UL listed, CSA certified. 


Switch Price Each 
Mfg. Part No. Operation Stock No. 1-14+ 
SPDT 
© 491-8 (On) 04M4740 97.84 
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SWITCHES & SENSORS 
SWITCHES — FOOT 


491 SERIES COMPACT FOOT SWITCHES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


M22 22mm JOYSTICK SWITCHES AND BUZZERS (CONT.) 


Switch Price Each For Use Price Each 
Mfg. Part No. Operation Stock No. 1-14+ Mfg. Part No. With Stock No. 1+ 
SPDT-1NO, SPDT-NC @ M22-D4-S-X7 Eaton M22 Series Modular Pushbutton Switches 10R1822 163.86 
@ 491SC3 (On) 04M4743 136.56 @ M22-K01 Eaton M22 Series Modular Pushbutton Switches 10R1830 12.42 
@ 491-SC36MP (On) 04M4742 146.45 @ M22-K10 Eaton M22 Series Modular Pushbutton Switches 10R1831 12.42 
@ 491-SC36 (On) 04M4741 157.86 @ M22-RJ45-SA M22 Series Modular Pushbutton Switches 10R1860 ‘58.84 
PIM_3386 @ M22-USB-SA M22 Series Modular Pushbutton Switches 10R1868 113.31 
@ M22-WJ2H Eaton M22 Series Joysticks 10R1869 1115.08 
TREADLITE II FOOT SWITCHES LIN EMASTER @ M22-WJ2V Eaton M22 Series Joysticks 10R1870 128.54 
© Utilize V-type snap switch with 0.187" quick disconnect @ M22-WJ4 Eaton M22 Series Joysticks 10R1874 175.19 
tab terminals SB ack @ M22-WRJ2V Eaton M22 Series Joysticks 10R1875 4729.31 
i = if i /ompliant 
2 SON ptess Weddle ale eles Oberoi fade vane = @ M22-WRuA Eaton M22 Series Joysticks for1876 | 176.66 
Formed steel case has skid-proof base pad . - - 
T-91-S is a momentary SPDT unit. 15A, 1/2 hp, 125- @) AY @ M22-XAM M22 Series Modular Pushbutton Switches 10R1883 ‘44.78 
250VAC. UL recognized. No cordset. T-91-SC3 is a @ M22-XAMP M22 Series Modular Pushbutton Switches 10R1884 ‘41.67 
ecg ee bie viel open unit. a Vs hp, @ M22-XCK M22 Series Modular Pushbutton Switches 10R1888 9.50 
lead grounded UL listed, CSA certified. 1-91-SC36 is © M22-XCK1 22 Series Modular Pushbutton Switches 10R1889 10.83 
identical to T-91-SC3 but rated 10A, 1/2 hp, 125-250VAC @ M22-XCK2 M22 Series Modular Pushbutton Switches 10R1890 41.07 
and supplied with 6’. 18/3 cord without plug. Green lead @ M22-XCK3 M22 Series Modular Pushbutton Switch 10R1891 
grounded. UL listed, UL recognized, CSA certified, CE compliant. —————EE Owe 
= PIM_148567 
Switch Price Each 
Mfg. Part No. Operation Stock No. 1-14+ 
SPDT, 10 A 125-250 VAC J3R “ROCKER POT” SINGLE AXIS JOYSTICK 
Features 
94 - (0) 44611 
SA S168 (On) u 100310) @ Fingertip control ETI 
SPDT, 10 A 125 VAC ® Single axis control 
@ T-91-SC3 (On) 04M4610 77.83 © Spring return to center SYSTEMS 
SPDT, 15 A 125-250 VAC © 10K ohm precision potentiometer RoHS 
: @ |P54 rating Gee einoiat 
@ T-91-S (On) 04M4609 26.09 © Mounting bracket included Available 


PIM_3385 


SERIES 44 OIL & WATERTIGHT JOYSTICK 
CONTROLLERS 


Features: 

© Compact and sealed momentary positioning device 

@ Ideal for hoists and other machinery 

@ Feature short-throw, rugged momentary switch elements, 
and self-centering actuation for positive control 

Specifications: 

@ Rating: 6A at 250VAC, 0.5A at 250VDC, 2A at 

110VDC, 5A at 75VDC 

Gold-plated silver-nickel alloy contacts 

Contact configuration: 1NO/1NC per position 

Q.C. (0.110 x 0.020”) combination push-on or 

solder terminals 

Sealed to NEMA 4 & 13 and IP65 standards 


eaOn 

COs 
Available 

OG 


@ 2 million operations in each direction @ Zinc-coated, high-manganese steel stems, suitable 
© Operating temperature: -12 to +158°F for certain marine applications 
No. of Price Each 
Mfg. Part No. Positions Style Stock No. 1-24+ 

@ 44-800.2 2 Conical 3008521 115.56 

@ 44-800.4 4 Conical 3008522 134.42 

@ 44-800.8 8 Conical 3008523 158.61 
PIM_68184 


M22 22mm JOYSTICK SWITCHES AND BUZZERS 


Features: 

@ Joysticks, buzzers, 4-way pushbuttons 

© Quick installation with modular construction 

© Mounting base includes operators 

@ Heavy duty construction UL NEMA type 4X/13 and IP66 
and IP40 (Buzzers) on front panel 

@ Notched hole mounting with anti-rotation tab 

Specifications: 

© Contact rating: 4A at 230VAC; 3A at 24VDC 

@ Rated to max S500VAC and 220VDC 


al 


E-T-N 
RoHS 
Compliant 
Available 


@ Action: On = Maintained; (On) = Momentary 
Joystick 
Price Each 
Mfg. Part No. Style Stock No. 1+ 
100 kohm 
@ M22-R100K Knob 10R1863 178.74 
10 kohm 
@ M22-R10K Knob 10R1862 158.55 
1 kohm 
@ M22-R1K Knob 10R1861 158.55 
4.7 kohm 
@ M22-R4K7 Knob 10R1865 161.08 
For Use Price Each 
Mfg. Part No. With Stock No. 1+ 
@ M22-Dl4-S Eaton M22 Series Modular Pushbutton Switches 10R1808 157.19 
@ M22-DZ-B-GB14 Eaton M22 Series Modular Pushbutton Switches 10R1820 23.09 
@ M22-D4-S Eaton M22 Series Modular Pushbutton Switches 10R1821 149.05 
> CONTINUED > 


Specifications 

© 0.72" rocker handle height 

© 30° deflection angle (+ 15°) 
@ Rated for 2 Million operations 


Price Each 
Mfg. Part No. No. of Axes Stock No. 1-4+ 

Spring Return To Center 

@ J3R-IT-10K 1 83H7204 245.17 
Without Center Tap 

@ J3R-1-10K dl 83H7203 206.43 
PIM_80027 

J3L WIDE ANGLE RESISTIVE JOYSTICK ® 
Features 

© Single axis control ETI 

© Cylindrical knob 

© Spring return to center SYSTEMS 
@ 10K ohm precision potentiometer 

@ Protective rubber boot (IP65 rating above panel) 
Specifications RoHS — 

© 1.71” rocker handle heigh Gee tinpian 
@ 40° deflection angle (+ 20°) 
Price Each 
Mfg. Part No. No. of Axes Style Stock No. 1-4+ 

@ J3L-IA10-SB 1 Lever 83H7202 236.71 
PIM_80026 
J1 LOW PROFILE “SWITCH STICK” JOYSTICK e 
Features 


ETI 


SYSTEMS 


RoHS _ 
Compliant 
Available 


@ Spring return to center 
Tapered knob 

Four 5 amp/250VAC SPST directional switches (N.O and N.C contacts) 
Capable of 4-way or 8-way directional switching 

Four point mounting with hardware 

Protective rubber boot (IP65 rating above panel) 
Single axis and plus (+) pattern limiter plates included 
Specifications 

® Two axis control 

@ 1.73" handle height 

© 24° deflection angle (+ 12°) 


Price Each 
Mfg. Part No. No. of Axes Style Stock No. 1-4+ 
@ J1-00105 2 Knob 83H7201 77.66 
PIM_80021 
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SWITCHES & SENSORS 


JOYSTICKS AR |] ED MCAK SERIES TELEPHONE TYPE SEALED @ 
PAIDED PLASTIC KEYPADS multicomp 
Features: 
© PCB pre-drilled 2.54mm solder terminals 5 He i 
& \ P ompliant 
© Configured on a standard matrix layout Ae Se Available 
@ White keypads have white keys with black legends s = \e 
@ Black keypads have black keys with white legends \o. _ 
Specifications: ce Ae 
© Contact rating: 20mA at 24VDC = Tt 
® Maximum contact resistance: 2000 * ) pes 
© Life: 2,000,000 cycles per key \e 
Price Each © Operating Temperature: -20°C to +60°C 
No. of i =asnaeT © Storage Temperature : -40°C to +65°C 
Mfg. Part No. Positions Style Stock No. 1-24+ © Sealed to IP67 standards 
MT-105B 24s Knob 62Y7680 122.23 12 Key - White 
MT-110B ze Knob 627681 129.43 Price Each 
MT-305B we Knob 627683 136.62 Mfg. Part No. Array Output Stock No. 1-24+ 
MT-310B ee Knob 62Y7684 136.62 Plastic 
MJS2-60B 2 Lever 62Y6067 143.80 @ MCAK207NBBWWP | 3x4 Matrix 24M4385 16.94 
MJS6-60B 4 Lever 62Y6069 166.27 PIM_102981 
PIM_5752159 
MCAK SERIES SINGLE @ 
96 SERIES CONDUCTIVE RUBBER KEYPADS has IN-LINE METAL KEYPADS multicomp 
LiL) 7/4 
nd 
BES ‘ & 
0! Wan 
Available A. ue 
3 4 
1 Key 2 Key 3 Key 
Features: © Life: 2,000,000 cycles per key 


3x4 4x4 
96 series are economical 3 x 4 and 4 x 4 conductive rubber keypads. 3 million operations per button. Compatible 


@ PCB pre-drilled 2.54mm solder terminals 
© Single in-line keys 

Specifications: 

© Contact rating: 20mA at 24VDC 


© Operating Temperature: -20°C 


RoHS 

Compliant 

Available 
to +60°C 


© Storage Temperature : -40°C to +65°C 
© Sealed to IP67 standards 


with high resistance logic circuitry and excellent operator feedback. Mat 
for 0.5 sec. -30°C to +80°C operating temperature. Front (top) panel or 
nos. with -102 and -006 feature black-on-white legends. Mfg. part nos. 

legends. 4x4 legends are alphanumeric telephone plus A thru D; 3x4 are 


rix circuitry. Rated for 5mA @ 12VDC 
rear (flush) panel mounting. Mfg. part 
-152 and -056 feature white-on-black 
numeric telephone. Shielded versions 


® Maximum contact resistance: 2000 


also available. Also available with backlight; go online or call. 


Price Each 
Mfg. Part No. Array Output Stock No. 1-14+ 
ABS (Acrylonitrile Butadiene Styrene), Black legends on a white button, Front Panel mount 
@ 96AB2-102-F 3x4 Matrix 14M6876 34.74 
ABS (Acrylonitrile Butadiene Styrene), Black legends on a white button, Front Panel mount 
@ 96BB2-006-F 4x4 Matrix 14M6878 42.11 
ABS (Acrylonitrile Butadiene Styrene), Black legends on a white button, Rear Panel Mount 
@ 96AB2-102-R 3x4 Matrix 14M6877 30.68 
ABS (Acrylonitrile Butadiene Styrene), White legends on a black button, Front Panel mount 


@ 96AB2-152-F 3x4 Matrix 97F9127 42.12 
@ 96BB2-056-F 4x4 Matrix 97F9131 42.90 
PIM_5043 
MCAK SERIES TELEPHONE TYPE PLASTIC @ 
KEYPADS multicomp 
Sir ; 
Compliant 
Available 
NBWB NWWB 
Features: © Contact rating: 20mA at 24VDC 
@ PCB pre-drilled 2.54mm solder terminals @ Maximum contact resistance: 2000 
© Configured on a standard matrix layout © Life: 1,000,000 cycles per key 
© White keypads have white keys with black legends @ Operating Temperature: -20°C to +60°C 
@ Black keypads have black keys with white legends © Storage Temperature : -40°C to +65°C 
Specifications: 
Price Each 
Mfg. Part No. Array Output Stock No. 1-24+ 
Plastic 
@ MCAK304NBWB 3x4 Matrix 24M4388 12.18 
@ MCAK304NWWB 3x4 Matrix 24M4390 12.18 
@ MCAK1604NBWB 4x4 Matrix 24M4378 4.64 
@ MCAK1604NWWB 4x4 Matrix 24M4380 4.12 
PIM_102982 


1.800.463.9275 © newark.com 


Price Each 
Mfg. Part No. Array Output Stock No. [1-244 

Metal 

@ MCAK101BSSSWPMM 1x1 Matrix 24M4374 1.84 

@ MCAK102BSSSWPMM 1x2 Matrix 24M4375 18.63 

@ MCAK103BSSSWPMM 1x3 Matrix 24M4376 22.74 

@ MCAK104BSSSWPMM 1x4 Matrix 24M4377 25.84 
PIM_102980 

MCAK SERIES LOW PROFILE KEYPADS aril ificomp 


= RoHS — 
— = Compliant 
—— Available 


16 Key 16 Key 
Features: © Contact rating: 20mA at 24VDC 
@ PCB pre-drilled 2.54mm solder terminals @ Maximum contact resistance: 2000 
© Configured on a standard matrix layout © Life: 2,000,000 cycles per key 
@ Low profile © Operating Temperature: -20°C to +60°C 
© Waterproof © Storage Temperature : -40°C to +65°C 
Specifications: © Sealed to IP67 standards 
Price Each 
Mfg. Part No. Array Output Stock No. 1-24+ 
Metal 
@ MCAK304NSSBWPMM 3x4 Matrix 24M4389 43.35 
@ MCAK1604NSSBWPMM 4x4 Matrix 24M4379 17.84 
PIM_102885 


700//900 SERIES KEYPADS FOR WET OR DIRTY 
ENVIRONMENTS 


© |lluminated (900 Series) or Non-llluminated (700) 

@ Interchangeable Keytop Legends 

© Fast, Reliable Data Entry, Even When Keys are Struck 
Off Center 

® Positive Tactile Response 

@ Easy to Clean and Decontaminate 

© Top-Surface or Under-Panel Mountable 

@ Connector: 0.1” Pitch Gold Plated, Square Pin Male with 
Locking Ramp 

© Contact Circuit: Gold on Nickel Plated FR4 PC Board 

A range of high-specification sealed keypads offering rapid 

and reliable data entry in extreme wet, dirty, or sterile 

environments. Storm® 700 and 900 series keypads can be 

used individually or in combination to create more complex key panel layouts. 900 Series illuminated keypads 


incorporate twin diode, dual color LEDs. 
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elementiy 1087 


MEE Interface m 


RoHS — 
Compliant 
Available 


SWITCHES & SENSORS 
SWITCHES — KEYPADS 


700//900 SERIES KEYPADS FOR WET OR DIRTY ENVIRONMENTS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


1000 SERIES KEYPADS FOR PUBLIC AND OUTDOOR ENVIRONMENTS 


Price Each (CONT.) : 
Mfg. Part No. Arra Output Stock No. 1-94 @ Vandal Resistant @ Engraved Keytop Characters 
= Z : P © Metal Casing and Keytops (Chromed) © Gold on Nickel Plated FR4 Contact PCB 
Silicone Rubber © Fully Sealed to Meet IP67 Standards for Use in © Operational Life >4 Million Cycles per Key 
@ 70040203 1x4 Matrix 79K4503 37.32 Exposed Outdoor Applications @ -40°C to +100°C Operational Temperature 
@ 70120103 3x4 Matrix 50F9593 42.86 Case color is silver; keytop color is silver. Connector is 0.1” pitch, gold plated, square pin, male with locking 
@ 70120203 3x4 Matrix 50F9592 40.33 ramp. Accessories available below. 
@ 70160103 4x4 Matrix 79K4504 61.02 Price Each 
PIM. 6645 Mfg. Part No. Array Output Stock No. 1-9+ 
Chromed Zinc, Arrows 
@ 1K041103 1x4 Matrix 10M8461 54.29 
STRIKEMASTER™ AXS KEYPADS FOR ACCESS torm 
CONTROL = aie Chromed Zinc, Calc. Format 
> EEE Interfacel @ 1K120103 3x4 Matrix 79K4470 96.09 
nabs @ 1K160103 4x4 Matrix 96F1407 111.87 
Geetinoiat Chromed Zinc, Tel. Format 
@ 1K12T103 3x4 Matrix 79K4469 88.83 
@ 1K16T103 4x4 Matrix 10M8463 67.90 
PIM_6537 
720TFX/ 720TFX-i SERIES SEALED AND RUGGED torm 
DE1KT103 KEYPADS Tamm intertacell 
© One- or two-door control cation of PIN codes 
© Weather resistant for outdoor use (vandal resistant @ Forced door, anti-tamper and duress alarms RoHS 
and robust spec.) @ Timed lockout for repeated invalid code input o rity 3] SoBe 
© Operational life >4 million cycles per key © LED and audible tone status indication peo Available 
@ Indexing permits the secure allocation and re-allo- is) 
Secure, self-contained keypad and controller for electrically operated door locks and strikes. Authorized B goo 
personnel use their PIN code to open either one or two normally locked doors. Up to 50 different 4-, 5-, or 6-digit B pos 
codes can be individually programmed. Each code can be set to trigger an electric lock or strike for a pre-set 
time (allowing just one person to access); or to “latch” the door in an unlocked condition (requiring the code to 
be re-entered to “unlatch” or re-lock the door). Features © Directly compatible with the Storm 450 and 450i 
Price Each @ High contrast white keytops permanently laser USB keypad Interface 
[eo engraved with black characters Specifications 
Mfg. Eat No: - Array Output StockiNos iT @ IP65 - sealed for use in wet or dirty environments @ Contact Bounce: 5 ms (max) 
Chromed Zinc, Strike Master @ Impact, shock and vibration resistant © Contact Resistance: 100 ohms (max) 
@ DE1KT103 3x4 Matrix 93K7534 251.54 @ High contrast laser marked keytop characters @ Insulation Resistance: 50 Mohms (min) 
@ Available with integral, white light LED illumination | @ Breakdown Voltage: 500 V AC (max 60 secs.) 
Polymer, Access Gontral keypad - ® Raised ‘home pip’ to aid tactile navigation of the © Switch Rating: 24V DC 50mA (max) 
@ DR2KT203 3x4 Matrix 88K1897 208.07 numeric keypads © Connector: 0.1’pitch, gold plated square pin 
PIM_6543 @ Keys are arranged on an X-Y matrix circuit ®@ Illumination: 5V +/- 10% at 13mA per key 


Storm’s 720TFX/ 720TFX-i Series keypads are tough, water resistant, & made with industrial grade polymer. 


These keypads feature moving, tactile keys with a responsive ‘over-centre’ action. The keypads are designed 
2000 SERIES KEYPADS FOR USE IN HARSH RoHS t for use in harsh industrial environments. High contrast white keytops are permanently laser engraved with black 
INDUSTRIAL/WET ENVIRONMENTS Compliant orm characters. These keypads are also available with integral white light LED illumination for use in dark or partially 
Available (AEE Interfacell it locati ‘lable | 
i : lit locations. Available in standard 4,12 and 16 key formats. 
© Tough, Impact-Resistant Construction 
© Super High Impact-Resistant Polymer Casing Price Each 
and Keytops : Mfg. Part No. Array Output Stock No. 1-9+ 
@ Fully Sealed to IP65, Enabling Low-Pressure Pol 
Hose Wash Down and Use in Exposed Outdoor olymer : 
Locations @ 7203-04C0203 1x4 Matrix 18X9872 22.39 
© Laser-Engraved Keytop Charact Espo i 
aser-Engraved Keytop Characters PROTECTED @ 7203-04CW203 1x4 Matrix 18X9871 26.86 
© Gold Plated FR4 Contact PCB @ 7203-12T0203 3x4 Matrix 18X9874 
© Operational Life: >4 Million Cycles per Key i : 40.91 
© Operational Temperature: -25°C (Dry) to +85°C . @ 7203-12TW203 3x4 Matrix 18X9873 40.30 
Case color is mid-gray; keytop color is light gray. @ 7203-16T0203 4x4 Matrix 18X9876 40.30 
Connector: 0.1” pitch, gold plated, square pin, male ~~“ A 
with locking ramp. Accessories available below. Ip6sd © 7203-16TW203 a Matrix LOXBETS 50.30 
SEALED For Use | Price Each 
Price Each Mfg. Part No. Type With Stock No.| — 1-1-9+ 
Mfg. Part No. Array Output Stock No. [ 7e= | @ 4500-003 | Keypad Ree (Data) Most Storm Interface keypads | 08X3772 | 86.37 
Polymer @ 4500-013 Cable 450 & 450i Series USB Encoders | 08X3773 | _ 3.29 
@ 2K041103 1x4 Matrix 92F1783 43.47 @ 4500-103 |Keypad Encoder (Data Most Storm Interface keypads | 08X3774| 74.58 
@ 2K160103 4x4 Matrix 10M8476 70.91 Converter) 
PIM_6539 PIM_211966 


1000 SERIES KEYPADS FOR PUBLIC AND 


OUTDOOR ENVIRONMENTS torm 


MEE Interface m 


A 


VANDALO 
4% RESISTANT 


RoHS — 
Compliant 
Available 


POOLS 


— 
|} 3% | 


12 Key 
(Telephone Format) 


4” 


16 Key 
(Calculator Format) 


Espo 
PROTECTED 
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720 BLK SERIES SEALED AND RUGGED KEYPADS 


Features 

© Top-Surface or Under-Panel Mountable 

@ High contrast laser marked keytop characters and 
colour coded function keys 

@ |P65 — sealed for use in wet or dirty environments 

@ Impact, shock and vibration resistant 

© Directly compatible with the Storm 450 and 450i 
USB keypad Interface 

Specifications 


torm 


AEE Interfacem 


RoHS — 
Compliant 
Available 


Contact Bounce: 5 ms (max) 

Contact Resistance: 100 ohms (max) 
Insulation Resistance: 50 Mohms (min) 
Breakdown Voltage: 500 V AC (max 60 secs.) 
Switch Rating: 24V DC 50mA (max) 
Operational Life: 2 million cycles (min) per key 
Keytop Travel: 1.4mm nominal 

Actuation Force: 150 grams nominal 

© Connector: 0.1"pitch, gold plated square pin 


These tough, water resistant keypads feature moving, tactile keys with a responsive ‘over-centre’ action. High 
contrast white keytop characters are permanently laser marked on black polymer keys. Function keys 
are in an easily recognizable colour coded format to present a contemporary and visually striking keypad. 
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SWITCHES & SENSORS 
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720 BLK SERIES SEALED AND RUGGED KEYPADS (CONT.) IF SERIES INTERMEDIATE FRONT MOUNT THUMBWHEEL SWITCHES 
Available in standard 4, 12 and 16 key formats. (CONT.) 
Price Each Price per 
Mfg. Part No. Array Output Stock No. 1-9+ For Use Pkg. 
Polymer Mfg. Part No. With Stock No. 1-1-24+ 
@ 7202-0400203 1x4 Matrix 18X9868 24.99 @ |F-EP Imlec IF Series Thumbwheel Switches 39F3267 = 
@ 7202-12T0203 3x4 Matrix 18X9869 35.94 PIM_2500 
@ 7202-16T0203 4x4 Matrix 18X9870 40.66 
For Use Price Each MOUNTING KITS + 
Mfg. Part No. Type With Stock No.|  1-1-9+ Schneider 
@ 4500-003 | Keypad Encoder (Data) Most Storm Interface keypads | 08X3772 86.37 
Converter) 
@ 4500-013 Cable 450 & 450i Series USB Encoders | 08X3773 3.29 | 
@ 4500-103 | Keypad Encoder § (Data} Most Storm Interface keypads | 08X3774 |} 74.58 
Converter) 
PIM_211964 


ACTUATORS AL ED ED Price Each 
PA gD ED Mfg. Part No. Stock No. 1-99+ 
ZB4BZ021 990515 4.00 
ZB4BZ022 99Y0516 3.78 
ZB5AZ021 990517 247 
ZB5AZ022 99Y0518 3.25 
ZB5AZ023 99Y0519 2.21 
ZB5AZ024 99Y0520 3.32 
ZB5AZ025 990521 3.49 
WbticelEach ZB5AZ026 990522 3.49 
Mfg. Part No. Description Stock No. ihe aren 
MTS1-10B ABB 2-positions Maintained Toggle Switches 62Y7686 31.19 2 
MPD15-11C ABB Illuminated Extended Lower Double Pushbuttons 62Y6427 44.79 
MPM1-10R_ | ABB 40mm Non-illuminated Momentary Mushroom Pushbuttons | 62Y6602 2012: CONTACT BLOCKS AR nD ED 
MPEP4-10R ABB Non-illuminated Emergency Stop Pushbuttons 62¥6525 | 46.34 PA ED aD 
MPM1-10B | ABB 40mm Non-illuminated Momentary Mushroom Pushbuttons | 62Y6600 Dik PD: 
MPD15-11B ABB Non-illuminated Extended Lower Double Pushbuttons 626426 32.46 
MPEK4-11R ABB Non-illuminated Emergency Stop Pushbuttons 62Y6516 74.18 
MPMT3-11R ABB 40mm Illuminated Emergency Stop Pushbuttons 62Y6577 52.53 
MPMT4-11R ABB 60mm Illuminated Emergency Stop Pushbuttons 6276591 71.06 = 
MPD2-11B ABB Non-illuminated Extended Lower Double Pushbuttons 626463 32.46 
MPET3-10R ABB Non-illuminated Emergency Stop Pushbuttons 62Y6532 40.17 - 
MPET4-10R ABB Non-illuminated Emergency Stop Pushbuttons 62Y6537 | 46.34 Contact F pEricelEschy 
Mfg. Part No. Current Terminals Stock No. 1+ 
__MTS2-10B_| __ABB 3-positions Momentary Toggle Switches | 627692 | 25.00 __ MCB-01 8A Screw 62Y5788 9.39 
PINE S/Se6s4 MCB-016 BA Screw 62Y5792 25.65 
a ——— MCB-02 8A Screw 625794 18.90 
ASSEMBLY HARDWARE AR ED ED MCB-10 8A Screw 62Y5798 15.01 
Contact Blocks and Holders PA DD AD MCB-10G 8A Screw 62Y5802 18.90 
MCB-11 8A Screw 62Y5803 18.90 
MCB-20 8A Screw 62Y5806 18.90 
MCBH-00 8A Screw 6275811 4.85 
MCBH-01 8A Screw 6275815 18.34 
MCBH-02 8A Screw 62Y5817 24.31 
MCBH-10 8A Screw 625820 13.51 
MCBH-11 8A Screw 62Y5822 24.31 
MCBH-20 8A Screw 625825 24.31 
For Use Price Each PIM_5737032 
Mfg. Part No. With Stock No. 1-9+ 
MCBH5-00 5-Positions Contact Block 62Y5830 7.64 SWITCH CAPS 
PIM_5754225 AP E M 
IF SERIES INTERMEDIATE FRONT MOUNT THUMBWHEEL O 
SWITCHES 
@ Larger Version of MF Series /ulec 
@ Front Mount Switch with Large Digits RoHS 
@ Requires Snap-In Mounts in Gee eimpiat 
@ 1.9" (48.26) High Cutout evallable : 
@ Requires No Mounting Hardware Price Each 
© 2.125"H x 0.5"W (53.98 x 12.7) P Mfg. Part No. Color Stock No. 1-9+ 
Order ICN series connector and IH series hardware separately; 7 @ 10G09 Black 06AC2716 0.49 
go online or call. @ 10G00 Blue 06AC2713 0.73 
@ 10G03 Grey 06AC2714 0.59 
@ 10G08 Red 06AC2715 0.73 
Price Each @ 10636 White 06AC2717 0.49 
Mfg. Part No. Output Code Stock No. 1-24+ PIM_5734839 
@IF-21A BCD 39F3262 = 
@ IF-21 BCD 39F3261 = 
> CONTINUED > 
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SWITCHES & SENSORS 
SWITCHES — ACCESSORIES 


SEALED-SWITCH BUSHING SEAL 


Self-sealing washer for use with standard panel mount, internally-sealed 
switches having 15/32-32 threaded bushings. Use for behind 
panel mounting. Seals panel cutout through which the switch 
bushing passes. Silicone rubber is tolerant of sunlight, 
ozone, weather, salt spray, and most acids/cleaning solvents. _, 
Meets military specification MIL-B-5423. 


(PM HEXSEAL 


RoHS — 
Compliant 
Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


RoHS _ 
Compliant 
Available 


Series 04 22.5mm Stop Switches 

Actuators stay in “off’ maintained position when actuated 
and can only be released when twisted in direction of 
arrows. Include red mushroom cap with arrows. Mfg. 
part no. 704-0742LX includes a yellow, “emergency stop” 
legend plate. Mount in 0.875” (22.5) round hole. 40mm 
diameter actuator. To assure separation in an emergency, 
order slow make/break 704 series contact blocks 


separately; go online or call. ISO 9001 certified. 
Price Each 
Mfg. Part No. Description Stock No. | 1-244 
@ 704.074.2LX Plastic Shroud 50F7339 42.86 
PricelEach @ 704.074.2 Plastic Shroud 98F9617 38.35 
Mfg. Part No. Stock No. [ 1-49+ @ 704.075.2 Stop Switch Actuator, Round 98F9504 40.50 
@ 60064 3101094 2.79 PIM_85090 
PIM_68219 
Lamps, LEDs, and Tools @& a (@) | 
TOGGLE SWITCH BOOTS (pm HEXSEAL © New Single chip LEDs ofr high y Fos 
intensity “daylight readable” vy 4 GeBiorpian 
oe RoHS illumination 
Compliant e i iabili ‘ 
sr ene =— GS” &] 6 
AY @G volatile applications and hazardous “») . 
environments : , > 
@ LEDs are available in custom 
colors, voltages and styles; go 1 
~ online or call & ¢ 
Half-Toggle Full-Toggle Armored e LEDs have a low current consump- @ 
Silicone rubber boots contain molded-in hex mounting nut. Units seal both switch and panel-cutout in which ; DO heap eee anol 
switch is mounted. Tolerant to sunlight, weather, salt spray, ozone, most acids/cleaning solvents. Units with RFI handle both AC and DC current © Both incandescent and LEDs are offered 
suffix are EMl-shielded. UL recognized, CSA certified. Specifications: in a range of voltages from 6V to 230V 
Price Each : ® Industry standard bases 
Mfg. Part No. Stock No. 1-49+ Price Each 
@ N5030LRED 90B6214 = Mfg. Part No. Description StockNo. [| 1-9 
@ IN1030RFI 97F9121 13.03 @ 10-1422.1179 Incandescent Lamp, Ba9s, 110 V 01M9805 6.51 
@ 50154 3101093 3.49 @ 10-1409.1329 Incandescent Lamp, BaQs, 12 V 19C2536 Bio? 
@ N1030A 30F001 9.18 @ 10-1412.1279 Incandescent Lamp, BaQs, 24 V 76K1090 3.84 
@ N5030S 14C€7320 4.41 @ 10-1307.1369 Incandescent Lamp, Bas, 6.3 V 1002740 2.85 
@ N1030 37 95B1097 4.86 @ 10-1406.1369 Incandescent Lamp, BaQs, 6 V 8800671 2.84 
@ N5030LBLACK 36H4783 eas @ 10-1310.1319 Incandescent Lamp, Midget Groove, 14 V 01M9804 2.85 
@ N5030L 30F005 4.08 @ 10-1313.1249 Incandescent Lamp, Midget Groove, 28 V 76K1089 16.89 
@ N1030 2503 95B1098 412 @ 10-1109.1329 Incandescent Lamp, Telephone Slide, 12 V 76K1087 3.16 
@ N5030 30F011 4.00 @ 10-1112.1279 Incandescent Lamp, Telephone Slide, 24V 76K1088 2.60 
@ 1131/26 2501 90B0141 3.55 @ 10-1106.1369 Incandescent Lamp, Telephone Slide, 6V 4001788 3.69 
@ C1131/27 83F8121 3.92 @ 10-2H24.2056 LED Bulb, Bas, Blue, 130 V 73K3640 24.72 
@ C1131/28 16F4923 4.65 @ 10-2512.1146 LED Bulb, BaQs, Blue, 24 V 5149272 24.72 
@ N10301 30F000 5.19 @ 10-2H24.2055 LED Bulb, Ba9s, Green, 130 V 97J9860 20.87 
@ N1030 31 95B1099 4.85 @ 10-2512.1145 LED Bulb, Ba9s, Green, 24 V 76K1098 18.96 
@ N1030B 30F002 3.98 @ 10-2H24.2052 LED Bulb, Ba9s, Red, 130 V 73K3636 18.79 
@ N5032B 30F003 4.29 @ 10-2512.1142 LED Bulb, BaQs, Red, 24 V 76K1096 18.95 
PIM_5077 @ 10-2H24.2059 LED Bulb, Ba9s, White, 130 V 73K3642 20.73 
@ 10-2512.1149 LED Bulb, Ba9s, White, 24 V 0236854 23.97 
7 VANDAL-RESISTANT INDICATORS @ 10-2H24.2054 LED Bulb, BaQs, Yellow, 130 V 73K3639 17.64 
b lain @ 10-2512.1144 LED Bulb, BaQs, Yellow, 24 V 76K1097 22.06 
Lokapt ala @ 10-2H12.314C LED Bulb, Bas, Yellow / Green, 24 V 73W9163 28.61 
@ 10-2J09.1066 LED Bulb, Midget Groove, Blue, 12 V 82K8966 19.32 
—— 7 ames) Gee timpian @ 10-2J13.1066 LED Bulb, Midget Groove, Blue, 28 V 82K8970 14.66 
(| ) Available @ 10-2J06.3146 LED Bulb, Midget Groove, Blue, 6 V 82K8961 19.32 
Proud “ta @ 10-2J09.1065 LED Bulb, Midget Groove, Green, 12V 82K8965 13.38 
Flush @ 10-2312.1065 LED Bulb, Midget Groove, Green, 24 V 99K5332 15.17 
@ 10-2J13.1065 LED Bulb, Midget Groove, Green, 28 V 82K8969 14.33 
paves @ 10-2)06.3145 LED Bulb, Midget Groove, Green, 6 V 82K8960 13.38 
@ DX0505: Proud panel profile e panes. Flush panel profile ; ; @ 10-A312.314A LED Bulb, Midget Groove, Green / Red, 24 V 73W9160 25.01 
ee ee iD ub, ge Gore Re ‘ZV | econo |" 1.8 
(12.1mm). Red, Green Yellow or Blue LEDs. Wide viewing angle. Operating voltage: 24VDC. @ 10-212.1062 LED Bulb, Midget Groove, Red, 24 V 10M8600 15.02 
IP/NEMA | Luminous | Forward Price Each @ 10-2J13.1062 LED Bulb, Midget Groove, Red, 28 V 80K6966 14.62 
Mfg. Part No. Color | Rating Intensity | Current | Voltage | StockNo. | 1-9* @ 10-2J06.3142 LED Bulb, Midget Groove, Red, 6 V 82K8958 14.33 
@ DX0505/BL/24 Blue IP67 4.6cd 25mA 24VDC | 9106490 39.60 @ 10-2J09.1069 LED Bulb, Midget Groove, White, 12 V 82K8967 16.53 
@ DX0505/GN/24 | Green IP67 100mcd 25mA 24VDC | 9106491 24.82 @ 10-2J13.1069 LED Bulb, Midget Groove, White, 28 V 82K8971 17.42 
@ DX0505/RD/24 | Red IP67 2cd 30mA | 24vDC | 91€6492 | 31.39 @ 10-2J06.3149 LED Bulb, Midget Groove, White, 6 V 82K8962 19.32 
@ DX0505/YL/24 | Yellow | IP67 400med | 30mA | 24vDC | 91¢6493 | 29.09 @ 10-2J09.1064 LED Bulb, Midget Groove, Yellow, 12 V 82K8964 13.38 
PIM 72419 @ 10-2512.1064 LED Bulb, Midget Groove, Yellow, 24 V 96K5724 16.54 
@ 10-2J13.1064 LED Bulb, Midget Groove, Yellow, 28 V 27M9673 14.62 
@ 10-2J06.3144 LED Bulb, Midget Groove, Yellow, 6 V 82K8959 13.33 
@ 10-2112.1066 LED Bulb, Telephone Slide, Blue, 24 V 0236845 14.47 
@ 10-2109.1065 LED Bulb, Telephone Slide, Green, 12 V 27M9674 13.22 
@ 10-2112.1065 LED Bulb, Telephone Slide, Green, 24 V 76K1092 13.28 
@ 10-2106.3145 LED Bulb, Telephone Slide, Green, 6 V 79K3559 12.38 
@ 10-2109.1062 LED Bulb, Telephone Slide, Red, 12 V 79K3562 13.44 
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SWITCHES & SENSORS 


SWITCHES — ACCESSORIES 


Lamps, LEDs, and Tools (CONT.) Series 04 22.5mm “Fool-proof” Emergency Stop Switches (CONT.) 


Price Each Features: Specifications: 
Mfg. Part N Descripti Stock N [ee © Stays in “off” position when actuated @ |P65 rated; oil and watertight 
ig. Part No. escription tock No. “9+ © Released when twisted in direction of arrows © Contact rating: 10A at 600VAC; 10A at 24VDC 
@ 10-2112.1062 LED Bulb, Telephone Slide, Red, 24 V 78K6783 13.70 © 37mm versions rated to EN418 tease-proof © Screw terminal or plug-in connections 
@ 10-2106.3142 LED Bulb, Telephone Slide, Red, 6 V 79K3557 13.22 P ons 5 aha rie ero eee sai Process to Assemble 
: 7 lounts in 22.5mm round hole omplete Switch: 
@ 10-2109.1069 LED Bulb, Telephone Slide, White, 12 V 1141699 14.55 © Key release versions available for higher security  @ STEP 1: Choose actuator 
@ 10-2112.1069 LED Bulb, Telephone Slide, White, 24 V 9708088 16.42 applications ; © STEP 2: Choose contact block separately; go 
@ 10-2106.3149 LED Bulb, Telephone Slide, White, 6 V 79K3561 18.05 e Non-mushroom styles designed to prevent online or call 
: blocking of actuation @ STEP 3: Choose emergency stop legend plate 
@ 10-2109.1064 LED Bulb, Telephone Slide, Yellow, 12 V 79K3563 12.38 © Order SM contact blocks and legend plate (optional) 
@ 10-2112.1064 LED Bulb, Telephone Slide, Yellow, 24 V 76K1091 13.28 separately. 
@ 10-2106.3144 LED Bulb, Telephone Slide, Yellow, 6 V 79K3558 12.38 Price Each 
For Use PricelEach Mfg. Part No. Description Stock No. 1-24+ 
Mfg. Part No. Description With Stock No.| 1-1-24+ © 704.074.2 Paste SurOue 98F9617 38.35 
© 61-9740.0 | LED/Lamp Removal Tool | EAO 61 Series Pushbutton Switches | 29H3481| 3.24 © 704.075.2 Stop Switch Actuator, Round 98F9504 40.50 
@ 700.006.0 | Lens plug for round lens, | EAO 04, 44 Series Pushbutton Switches] 01H5134| 20.56 @ 704.064.2 52F6442 48.28 
flush mounting @ 704.076.0 7207211 67.93 
@ 01-907 Mounting Wrench for 01} EAO 01 Series Pushbutton Switches | 50F8271 8.10 @ 704.066.2 88F5302 80.93 
series pushbutton switch . 
PIM_78980 For Use Price Each 
Mfg. Part No. With Stock No. 1-1-24+ 
@ 704.963.1 EAO 04 Series Emergency Stop Pushbutton Switches 28C7175 12.71 
SERIES 44 OIL AND WATERTIGHT DUAL e fall '@) | @ 704.963.6 EAO 04 Series Emergency Stop Pushbutton Switches 52F6443 12.18 
PUSHBUTTON om Eas 


Series 04 22.5mm Keylock and Rotary Switches 


=a] RoHS 
Teal GeRin pliant 
Available 


Step 4: Tool 


RoHS _ 
Compliant 
Available 


Step 2: Illumination 


Step 1: Complete Switch 


Features: 
© Combines On and Off momentary pushbuttons 


Step 3: Lampholder 


© Recessed Screw Terminals 
© Mount in a 22.5mm dia. cut-out 


plus indicator in a single unit 
@ 2 1NO/1NC contact blocks included with switch 


(0.885") 
@ NEMA 4 & 13 and IP65 rated 


units © Operating Temperature: -12 to +140°F aa 
© Large buttons for easy operation Use 4-Step Component Process to Assemble STEP 4: Rotary oe 
© Chrome-plated front bezel Complete Switch: , STEP aeKayicek 
$ Blue art wits LEDs ave i ji STEP 2: Chasse ihwnin (optional) al pear 
@ Blue and white LEDs available; go online or cal ° : Choose illumination (optional . F ee 
Specifications: @ STEP 3: Choose lampholder (required for Features: . © Switch rating: 10A at B00VAC - 
Ais fianisaee @ Keylock and rotary selector actuators come in @ Standard mount in 22.5mm (0.885”) round hole 
: a ae 5 ‘ peal tools (optional) round and square bezel; plastic or anodized @ Flush mount in 30.5mm (1.2”) round hole 
y : P aluminum © Sealed to NEMA 13 and 14 standards; (IP65 
Price Each @ Keylocks include 2 keys and lever actuator is black standard) 
Mfg. Part No. Description Stock No. 4-94 © Middle position is neutral/unactuated in standard 3 @ ISO 9001 certified 
position actuator Use 2-Step Component Process to Assemble 
@10-1822,1179 Incandescent Lamp, Bas, 110 V CIMBE0S 6.51 @ Key removable (Rmv) and position codes are left Complete Switch: 
@ 10-1409.1329 Incandescent Lamp, Ba9s, 12 V 1902536 3.22 (L), center (C) , and right (R) @ STEP 1: Choose keylock or selector switch front 
@ 10-1412.1279 Incandescent Lamp, BaQs, 24 V 76K1090 3.84 . rae apenas ee ae Ch block lyeR 
e itional key codes available e : Choose contact block separately< 
@ 10-1406.1369 Incandescent Lamp, Bas, 6 V 8800671 2.84 Specifications: EF=139628> 
@ 10-2H24.2056 LED Bulb, BaQs, Blue, 130 V 73K3640 24.72 Price Each 
@ 10-2512.1146 LED Bulb, Bads, Blue, 24 V eiez72 24.72 Mfg. Part No. Description Stock No. | 4-24* 
@ 10-2H124.2055 LED Bulb, Bas, Green, 130 V GABE) 20.87 © 704.121.0 Keylock Switches, On-On, 8 N 50F7325 68,09 
@ 10-2512.1145 LED Bulb, BaQs, Green, 24 V 76K1098 18.96 @ 704.122.0 Keylock Switches, On-On, 8 N 50F7329 68.09 
@ 10-2H24.2052 LED Bulb, Ba9s, Red, 130 V 73K3636 18.79 @ 704.341.0 Keylock Switches, On-On, 6.2 N 50F7326 68.09 
© 10-2512.1142 LED Bulb;,Ba¥s, Red 24'V eeK0eG 18.95 © 704.115.0 Keylock Switches, (On)-(On)-(On), 8N 50F7335 57.80 
@ 10-2H24.2059 LED Bulb, Ba9s, White, 130 V 73K3642 20.73 @ 704.1170 Keylock Switches, On-Off-(On), 8 N 50F7337 57.81 
@ ibs LED /Bulb, Bade, While, 24.V Uadbtst 23.97 © 704.410.0NX Selector Switches, On-On, 8N 92F7687 = 
@ 10-2H24.2054 LED Bulb, BaQs, Yellow, 130 V 13K3639 17.64 @ 704.5100 Selector Switches, On-On, 6.2 N 50F7328 27.39 
© 10-2512.1144 LED Bulb, Bas, Yellow, 24 V GRO 22.06 @ 704.404.0 Selector Switches, On-(On)-On, 8 N 50F7336 12.24 
For Use Price Each @ 704.402.0 Selector Switches, On-Off-On, 8 N 50F7333 27.81 
Mfg. Part No. With Stock No. 1-4-24+ @ 704.410.0 Selector Switches, On-On, 8 N 50F7327 27.40 
@ 44-935 44 Series Dual Pushbutton Switches 01H3894 _ @ 704.113.0 Keylock Switches, On-On-On, 8 N 50F7331 60.24 
@ 44-771.2/003 EAO 44 Series Pushbutton Switches 30C8262 - @ 704.409.0 Selector Switches, (On)-Off-On, 8 N 07/0812 28.10 
@ 44-524 BAQs Lamp Sockets 3008520 —_ @ 704.411.0 Selector Switches, On-On, 8 N 1805342 33.62 
PIM_68183 @ 704.403.0 Selector Switches, On-On-On, 8 N 19C6728 32.60 
@ 704.405.0 Selector Switches, (On)-Off-(On), 8 N 2309639 33.62 
Series 04 22.5mm “Fool-proof” Emergency Stop e a Oo | © 704.123.0 Keylock Switches, (On)-None-(On), 8 N 2700125 63.19 
Switches PIM_5091 
A 704 SERIES 30MM FLUSH PANEL MOUNT SWITCH e a Oo & 
rt 704 series mount in a standard 30.5mm hole. These 
Vi STEP 3: Legend Plates updated flush mount switches meet NEMA enclosure Ge sinpiat 
Nagy h Sats types 4, 13, and meet IEC enclosure IP65 classification. Available 
’ 3 Compliant Compatible with T-3-1/4 bayonet lamps, neon lamps, . © 
Step ENN Ena ; ; Available or LEDs. NOTE: The last numeral in the mfg. part no. 4 NY G 
Stop Actuator gency a 1 i a STEP 2: Contact Block indicates lens color: 2 = red, 4 = yellow. UL recognized, | 
mergency Stop Actuator CSA certified, VDE approved, SEV approved, and ISO9001 ‘ 


certified. Order 04 series contact blocks separately; go 
online or call. 


Pushbutton 
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SWITCHES & SENSORS 
SWITCHES — ACCESSORIES 


704 SERIES 30MM FLUSH PANEL MOUNT SWITCH (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


INSTRUMENT CONTROL KNOB (CONT.) 


For Use [Price Each_ Shaft Shaft Knob | Price Each 
Mfg. Part No. Description With Stock No.| 1-1-24+ Mfg. Part No. Type Dia. Diameter Stock No. 1-499+ 
@ 704.955.1 Front bezel _— set | EAO 04 Series Pushbutton Switches} 97F7714 | 19.80 Bar Skirted with Indicator Line 
for indicator + and 8072-K Round Shaft 6.35 mm 28.7 mm 12AC7033 6.60 
pushbutton Round Knurled 
@ 7049605 Mounting flange, metal | EAO 04 Series Pushbutton Switches | 52F1833 7.16 Sune urs Round Shan a5 78 aPRGTUGT 
© 704.01-1892 NX|P us h button , | EAO 04 Series Pushbutton Switches| 92F7661 | 30.17 evo oundisna salle om Daly 
Illuminated, Momentry, 8090-N Round Shaft 6.35 mm 19.81 mm 12AC7034 1.05 
Round, Red 8125-B Round Shaft 6.35 mm 31.75 mm 12AC7035 2.15 
@ 704.410.0NX Selector Switches, On- | EAO 04 Series Selector Switches | 92F7687 = PIM 5719798 
On, 8N 7 
diekae THREE ARM CLAMPING KNOB 
MODULAR PUSHBUTTON ACTUATORS AL ED ED wi MOLDING 
3025AG a 
3022-8 


MP1-11R 


MP3-10R 


© Single pole with making or breaking contact. 
© Buttons, lenses and handles in several colors. 
Illuminated 


MP1-10B 


@ Wiping action to keep good connectivity even in 
tough environments 
© IP66/ Type 1, 3R, 4, 4X, 12, 13 


@ High electrical rating 

The modular range is our most versatile range of operators with high level of flexibility and market leading 

electrical ratings. The perfect solution for almost every application. 

Price Each 

Mfg. Part No. Description StockNo. | 1-9 
MP1-10L ABB Non- illuminated Momentary Flush Pushbuttons 14AC1034 10.87 
MP1-10R ABB Non-illuminated Momentary Flush Pushbuttons 14AC1035 10.87 
MP1-10W ABB Non- illuminated Momentary Flush Pushbuttons 14AC1036 10.87 
MP1-31R ABB Illuminated Momentary Flush Pushbuttons 14AC1037 10.87 
MPD13-11G ABB Illuminated Extended Lower Double Pushbuttons 626414 44.79 
MP1-10B ABB Non-illuminated Momentary Flush Pushbuttons 62Y6761 10.87 
MP1-10C ABB Non-illuminated Momentary Flush Pushbuttons 62Y6762 10.87 
MP1-11C. ABB Illuminated Momentary Flush Pushbuttons 62Y6773 10.87 
MP1-11G ABB Illuminated Momentary Flush Pushbuttons 62Y6775 10.87 
MP1-11L ABB Illuminated Momentary Flush Pushbuttons 62Y6776 10.87 
MP1-11R ABB Illuminated Momentary Flush Pushbuttons 62Y6777 8.39 
MP1-11Y ABB Illuminated Momentary Flush Pushbuttons 62Y6779 10.87 
MP1-30B ABB Non-illuminated Momentary Flush Pushbuttons 62Y6780 10.87 
MP1-30G ABB Non-illuminated Momentary Flush Pushbuttons 62Y6783 10.87 
MP1-30R ABB Non-illuminated Momentary Flush Pushbuttons 62Y6786 10.87 
MP1-31G ABB Illuminated Momentary Flush Pushbuttons 62Y6790 10.87 
MP2-11G ABB Illuminated Maintained Flush Pushbuttons 62Y7022 29.97 
MP2-11R ABB Illuminated Maintained Flush Pushbuttons 62Y7024 29.97 
MP3-10B ABB Non-illuminated Momentary Extended Pushbuttons 62Y7108 10.87 
MP3-10C ABB Non-illuminated Momentary Extended Pushbuttons 62Y7109 10.87 
MP3-10G ABB Non-illuminated Momentary Extended Pushbuttons 62Y7113 10.87 
MP3-10R ABB Non-illuminated Momentary Extended Pushbuttons 627115 10.87 
MP3-11G ABB Illuminated Momentary Extended Pushbuttons 62Y7120 10.87 
MP3-11R ABB Illuminated Momentary Extended Pushbuttons 62Y7123 10.87 
MP1-10G ABB Non-illuminated Momentary Flush Pushbuttons 78Y0583 10.87 
MP1-10Y ABB Non-illuminated Momentary Flush Pushbuttons 80Y1698 10.87 
KP6-40B ABB 30mm Heavy Duty Pushbuttons 62Y1936 51.19 
KP6-40R ABB 30mm Heavy Duty Pushbuttons 621940 51.19 

PIM_5720280 

INSTRUMENT CONTROL KNOB 


DAVIES 
MOLDING 


8125-B 8070-M 


© Control knobs and levers in thermoplastic, with or 
without flange and index/graduations. 

@ Knobs can be decorated or customized to your 
specific need. 

@ Perfect knobs for synthesizers and other electronic 
applications. 


@ A variety of shapes and diameters with plain, 
tapped bosses or with studs are available with 
standard threads to fit the application. 

© Awide range of soft touch control knobs available 
in thermoplastic overmold. 

© Colors available upon request. 


> CONTINUED > 


© Clamping knobs are available in different materials, 
thermoplastic, and phenolic for a multiple of 
applications. 

© A variety of shapes and diameters with plain, 
tapped bosses or with studs are available with 
standard threads to fit the application. 

@ Perfect for the industrial machinery, medical, gen- 
eral equipment and other industrial applications. 

© Knobs can be decorated or customized to your 


specific need. 

@ Davies Molding is pleased to introduce our 
series of soft touch knobs and handles. Our soft 
touch parts are molded with a soft thermoplastic 
overmolded “rubber” top with a tough thermoplastic 
body underneath. The soft feel of the knob pro- 
vides a comfortable touch with a sure grip. 

® Colors available upon request. 


Shaft Shaft Knob Price Each 
Mfg. Part No. Type Dia. Diameter Stock No. 1-499+ 
Finger Grip 
3022-D Round Shaft 417mm 22.35 mm 12AC6971 1.05 
3022-B Round Shaft 4.83 mm 22.35 mm 12AC6970 0.40 
3022-F Round Shaft 4.83 mm 22.35 mm 12AC6972 eli 
3025BB Threaded Shai 4.83 mm 28.7 mm 12AC6975 4.10 
3025AG Threaded Shai 6.35 mm 28.7 mm 12AC6973 1.05 
3025AS Threaded Shai 6.35 mm 28.7 mm 12AC6974 1.09 
@ 3025BE Threaded Shai 6.35 mm 28.7 mm 12AC6976 4.14 
3025GJ Threaded Shai 6.35 mm 28.7 mm 12AC6977 0.59 
3035AS Threaded Sha‘ 6.35 mm 38.1 mm 12AC6978 0.55 
3035AX Threaded Shai 6.35 mm 38.1 mm 12AC6980 1.49 
3035AU Threaded Shai 7.94 mm 38.1 mm 12AC6979 1.73 
3035BG Threaded Sha 7.94 mm 38.1 mm 12AC6981 1.37 
3036-H Threaded Shai 7.94 mm 38.1 mm 12AC6982 1.43 
3036-L Threaded Shai 7.94 mm 38.1 mm 12AC6983 1.26 
3040CG Threaded Sha 7.94 mm 50.8 mm 12AC6984 0.84 
PIM_5719797 
INSTRUMENT CONTROL KNOB 


DAVIES 
MOLDING 


© Control knobs and levers in thermoplastic, with or  @ Avvariety of shapes and diameters with plain, 


without flange and index/graduations. lapped bosses or with studs are available with 
@ Knobs can be decorated or customized to your standard threads to fit the application. 
specific need. © Awide range of soft touch control knobs available 
@ Perfect knobs for synthesizers and other electronic in thermoplastic overmold. 
applications. © Colors available upon request. 
Shaft Shaft Knob Price Each 
Mfg. Part No. Type Dia. Diameter Stock No. 1-499+ 
Fluted with Indicator Line 
1100 Round Sha 6.35 mm 19.81 mm 12AC6799 0.80 
1105 Round Shai 6.35 mm 26.92 mm 12AC6800 1.45 
1110 Round Shai 6.35 mm 33.02 mm 12AC6801 1.80 
1120 Round Sha 6.35 mm 44.45 mm 12AC6802 1.80 
Round 
1200-W Round Shai 6.35 mm 13.46 mm 12AC6808 1.87 
1475 Round Shai 6.35 mm 25.4 mm 12AC6827 1.89 
1204AZ Round Sha 6.35 mm 26.16 mm 12AC6810 4.53 
Round Knurled 
1450 Round Shai 6.35 mm 17.02 mm 12AC6825 1.79 
Round Knurled with Indicator Dot 
1140 Round Shai 6.35 mm 14.98 mm 12AC6803 1.19 
1145 Round Sha 6.35 mm 20.57 mm 12AC6804 1.13 
1150 Round Sha 6.35 mm 24.13 mm 12AC6805 1.38 
1155 Round Shai 6.35 mm 34.9 mm 12AC6806 1.37 
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SWITCHES & SENSORS 
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INSTRUMENT CONTROL KNOB (CONT.) KEYLOCK AND ROTARY SELECTOR SWITCH MODULES (CONT.) 
Shaft Shaft Knob Price Each Price Each 
Mfg. Part No. Type Dia. Diameter Stock No. 1-499+ Mfg. Part No. Description Stock No. i+ 
Round Knurled with Indicator Line @ M22-XWS Key Cover 10R1911 12.64 
1900 Round Shaft 6.35 mm 12.7 mm 12AC6855 2.83 @ M22-XC-R Key Withdraw Adapter 10R1886 472 
1900-H Round Shaft 6.35 mm 12.7mm 12AC6856 1.33 @ M22S-ST-X Legend Plate Holder 10R1957 1.94 
Round with Top Indicator Line @ M22-XST-GB10 Legend Plate Insert - OFF ON Inscribed 10R1901 3.18 
1202BA Round Shaft 6.35 mm 19.81 mm 12AC6809 4.96 @ M22-XST-GB11 aa 10R1902 3.01 
PIM_5719789 @ M22-XST-GB12 a 10R1903 3.15 
@ M22-XST-X88 Legend Plate Insert - O | Inscription 10R1908 3.01 
E50 SERIES LIMIT SWITCH COMPONENTS E-TeN suze = HOR 008 MESES 
a @ M22-WKV Selector Switch, Maintained V-position knob 10R1872 16.25 
@ M22S-W3 Selector Switch, Momentary, Rotary 3 pos 10R1966 21.13 
@ M22-Wk3 Selector Switch, Momentary knob 3 pos 10R1873 27.52 
@ M22-WRK Selector Switch, Maintained knob 10R1877 16.45 
@ M22-WRK3 Selector Switch, Maintained knob 3 pos 10R1878 16.25 
@ M22-WS3 Key-Operated Selector Switch MS2, 3 pos 10R1881 68.04 
Operator @ M22S-WS3 Key-Operated Selector Switch MS1, 3 pos 10R1965 64.63 
Operating Head Switch Body Switch Receptacle @ M22-WRK4 Selector Switch, Maintained knob 4 pos 10R1879 | 54.27 
© Wide variety of operator types for rotary and contact surfaces @ M22S-WS Key-Operated Selector Switch Black, MS1, 2 pos 10R1964 77.90 
eee @ 22-WS Key-Operated Selector Switch Silver, MS1,2 pos | 10R1880 | 83.53 
Cutler-Hammer® operators are used with Eaton’s E50 series plug-in and 6P+ limit switches and 10316 rotary @ M22S-WKV Selector Switch, Maintained knob 2 pos 10R1963 27.76 
type limit switches. Complete switch consists of an operator, operating head, body and receptacle. Standard PIM_148566 
force to operate is 3in-lbs. Low force spring return (1.5in-Ibs.) also available; go online or call . _———————— 
Price Each 
Mfg. Part No. Description Stock No. 1-4+ 22mm PILOT LIGHTS E:Te Ni 
E50KL355 1.1 in-oz 31K6199 28.21 RoHS 
E50KL200 0.53 in-oz 31K6193 Oy Geiacinpian 
E50KL537 3.1 in-oz 31K6204 61.88 
E50KL201 1.9 in-oz 31K6194 46.20 
E50KL538 3.4 in-oz 31K6205 59.86 
E50KL226 5 in-oz 31K6197 64.41 
ESOKL202 0.92 in-oz 31K6195 67.97 LED Light Unit illuminated Pilot Light 
E50KL421 2.8 in-oz 31K6202 65.18 Features: @ LED rating: 100,000 hours of expected life in high 
E50KL220 7 in-oz 31K6196 46.20 © Quick installation with modular construction vibration environments 
: ® Mounting base included with operators @ Heavy duty construction UL NEMA type 4X/13 and 
ESOKLOS6 3.5 in-oz 31K6206 61.94 ® Notched hole mounting with anti-rotation tab IP67 and IP69K on front of panel 
For Use Price Each Specifications: 
Mfg. Part No. Type With StockNo.| 1+ NOTE: LED light unit and optional legend plate must be added to illuminated pilot lights. 
E50DL1 ie Eaton E50 Series Heavy Duty Limit Switches | 31K6177 | 205.67 Price Each 
E50DN1 .. _ | Eaton E50 Series Heavy Duty Limit Switches | 31K6178 | 133.09 Mfg. Part No. Description Stock No. 1+ 
E50DR1 .__ | Eaton E50 Series Heavy Duty Limit Switches | 31K6179 | 118.24 @ M22-LED-G Light Unit, 12V to 30VAC/DC, Green 10R1838 29.42 
E50DS2 ._ | Eaton E50 Series Heavy Duty Limit Switches | 31K6180 | 262.06 @ M22-LED-R Light Unit, 12V to 30VAC/DC, Red 10R1839 29.42 
E50DS3 7 Eaton E50 Series Heavy Duty Limit Switches | 31K6181 288.32 @ M22-LED-W Light Unit, 12V to 30VAC/DC, White 10R1840 29.42 
E50DT2 ". _ | Eaton E50 Series Heavy Duty Limit Switches | 31K6182 | 177.58 @ M22-LED230-G Light Unit, 85V to 264VAC, Green 10R1850 33.16 
E50D13 . _ | Eaton E50 Series Heavy Duty Limit Switches | 31K6183 | 191.44 @ M22-LED230-R Light Unit, 85V to 264VAC, Red 10R1851 33.15 
E50DW1 | Eaton E50 Series Heavy Duty Limit Switches | 31K6184 | 174.28 @ M22-LED230-W Light Unit, 85V to 264VAC, White 10R1852 33.15 
E50RA20 sie Eaton E50 Series Heavy Duty Limit Switches | 31K6210 41.61 For Use Price Each 
E50RB ais Eaton E50 Series Heavy Duty Limit Switches | 31K6211 56.74 Mfg. Part No. Description With Stock No.|  1-1-4+ 
ES50RBS ia Eaton E50 Series Heavy Duty Limit Switches | 31K6212 | 386.41 @ M22-L-B Switch Actuator, Blue |Eaton M22 Series Modular Pushbutton} 10R1832 12.79 
E50SA .. _ | Eaton E50 Series Heavy Duty Limit Switches | 31K6213 | 173.01 Switches 
E50SB . Eaton E50 Series Heavy Duty Limit Switches | 31K6217 183.72 @M22-L-G | Switch Actuator, Green | Eaton M22 ia ras Pushbutton | 10R1833 13.79 
eu ~-__| Eaton E50 Series Heavy Duty Limit Switches [RSTKG220I Zaoui @M22-LR | Switch Actuator, Red [Eaton M22 Series Modular Pushbution| 10R1834 | 43,79 
CSMSS5D5CY1602 | Cordset | Eaton E50 Series Heavy Duty Limit Switches | 35K3913 76.74 Switches 
CSMS9D9CY1602_| Cordset | Eaton E50 Series Heavy Duty Limit Switches | 35K3914 | 88.65 @M22-L-W | Switch Actuator, White | Eaton M22 Series Modular Pushbutton] 10R1835 | 13.14 
PIM 84797 Switches 
@M22-L-Y _| Switch Actuator, Yellow | Eaton M22 a rs Pushbutton | 10R1836 13.67 


KEYLOCK AND ROTARY SELECTOR SWITCH MODULES E:TeN PIM_148565 


Geiinpian 22mmPUSHBUTTONS = (awststi(téi‘éséO™C*ér 
— Available E ‘Te N 


RoHS 
} ze | Gee eimpiat 
Available 
Features: @ Notched hole mounting with anti-rotation tab 
© Quick installation with modular construction Specifications: 
© Mounting base included with operators © Contact rating: 4A at 230VAC; 3A at 24VDC 


@ Field convertible from momentary to maintained @ Rated to max SOOVAC and 220VDC Pushbutton w/Black Bezel Pushbutton w/Silver Bezel Emergency Stop 
@ Heavy duty construction UL NEMA type 4X/13 and = @ Action: On = Maintained; (On) = Momentary Features: Specifications: 
IP66 on front of panel @ Quick installation © Contact rating: 4A at 230VAC; 3A at 24VDC 
Price Each ® Mounting base included with operators ® Rated to max 500VAC and 220VDC 
sas — @ Field convertible from momentary to maintained © Heavy duty construction UL NEMA type 4X/13 and 
Mig. Part No. Description Stock No. de ® Notched hole mounting with anti-rotation tab IP67 and IP69K on front of panel 
@ M22-K10 is 10R1831 12.42 5 
10R1830 Price Each 
@M22-K01 ——— ae Mfg. Part No. Description Stock No. 1-4+ 
@N22-KC%0 Contact bios NO; for back plate Ae) Ue) @M228-D-S _| Eaton M22 Series Modular Pushbutton Switches, Black | 10R1918 | 7.63 
@ M22-XW Plunger Bridge 10R1910 4.99 @ M22S-D-R Eaton M22 Series Modular Pushbutton Switches, Red 10R1917 7.63 
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SWITCHES — ACCESSORIES 
22mm PUSHBUTTONS (CONT.) 400 SERIES Sim -E | AMERICA'S LARGEST 
ompliant SELECTION OF KNOBS 
Price Each CONTROL KNOBS Available eB} FOR OVER 45 YEARS 
Mfg. Part No. Description Stock No. 1-4+ ELECTRONIC HARDWARE CORPORATION 
@ M22S-D-G Eaton M22 Series Modular Pushbutton Switches, Green | 10R1915 7.63 
@ M22S-D-Y Eaton M22 Series Modular Pushbutton Switches, Yellow | 10R1922 7.50 
@ M22S-D-B Eaton M22 Series Modular Pushbutton Switches, Blue | 10R1914 7.63 
@ M22S-D-W ise 10R1919 7.63 
@ M22S-D-G-GB1 Eaton M22 Series Modular Pushbutton Switches, Green | 10R1916 7.27 
@ M22-D-S Eaton M22 Series Modular Pushbutton Switches, Black | 10R1789 9.67 Banrier ber Aaserne Sica , : 
@ M22-D-R Eaton M22 Series Modular Pushbutton Switches, Red | 10R1788 | 9.67 ia re Round el Indicator Round 
@ M22-D-G Eaton M22 Series Modular Pushbutton Switches, Green [IDEM 9.71 High-impact acrylonitrile-styrene (ABS), with lusterless black finish. Supplied with metal bushings and two set 
@ M22S-DR-S Eaton M22 Series Modular Pushbutton Switches, Black | 10R1938 10.01 screws. 
@ M22S-DR-R aS 10R1937 | 10.44 Shaft Shaft Knob Price Each 
@ M22S-DR-G Eaton M22 Series Modular Pushbutton Switches, Green | 10R1936 9.96 Mfg. Part No. Type Dia. Diameter Stock No. 4+ 
@ M22S-DR-X-SWRGYB 10R1940 | 14.82 Pointer Bar 
@ M22S-DR-X-SRG me 10R1939 | 12.33 @ 409P2B Round Sha 6.35 mm 22.225 mm 2609858 10.18 
@ M22S-DH-S Eaton M22 Series Modular Pushbutton Switches, Black | 10R1927 8.68 @ 412P2B Round Sha 6.35 mm 31.75 mm 3409073 10.17 
@ M22S-DH-R Eaton M22 Series Modular Pushbutton Switches, Red | 10R1925 8.76 Pointer Bar Skirted with Indicator Arrow 
@ M22S-DH-G Eaton M22 Series Modular Pushbutton Switches, Green | 10R1924 8.93 @ 407PD2B Round Sha 6.35 mm 18.288 mm 3409069 11.31 
@ M22S-DH-W Eaton M22 Series Modular Pushbutton Switches, White | 10R1928 9.04 @ 409PD2B Round Shai 6.35 mm 22.225 mm 3009114 16.35 
@ M22-DRH-X-SWRGYB Eaton M22 Series Modular Pushbutton Switches, 10R1819 | 21.03 Round 
@ M22-DRH-X-SRG Eaton M22 Series Modular Pushbutton Switches, Black, | 10R1818 | 16.04 @ 407R2B Round Sha 6.35 mm 18.288 mm 4002144 2.83 
Green, Red @ 409R2B Round Sha 6.35 mm 22.225 mm 349071 6.96 
@ M22S-DH-R-GBO Eaton M22 Series Modular Pushbutton Switches, Red | 10R1926 8.34 Round Skirted with Indicator Arrow 
@ M22-DH-S Eaton M22 Series Modular Pushbutton Switches, Black | 10R1806 10.86 © 407018 Round Sha 3.175 mm 78.288 mm 3409067 10.70 
: as Eaton M22 Series Modul ar Pushiout ion Switches, Green — = ore Se aim eee _—_ an 
@ 409D2B Round Sha 6.35 mm 22.225 mm 34C9070 13.14 
eee DEW “ HOR TE0TE 1020 © 412028 Round Sha 6.35 mm 31.75 mm 3409072 10.76 
@ M22-D-X-SRG Eaton M22 Series Modular Pushbutton Switches, Black, | 10R1790 10.33 
Green, Red PIM_5254 
@ M22-D-X-SWRGYB Eaton M22 Series Modular Pushbutton Switches, 10R1791 13.21 
@ M228-D-X-SRG ? 10R1920 | 9.10 KNOB LOCKS BY AMERICAS LARGEST 
@ M22S-D-X-SWRGYB Eaton M22 Series Modular Pushbutton Switches, 10R1921 11.20 E LH S eR OVER 46 YEARS ° 
@ M22-DG-X-SRG Eaton M22 Series Modular Pushbutton Switches, Black, | 10R1799 19.08 ELECTRONIC HARDWARE CORPORATION 
Green, Red 
@ M22-DG-X-SWRGYB Eaton M22 Series Modular Pushbutton Switches, 10R1800 23.17 Gee tinpiat 
@ M22S-DP-S ae 10R1934 18.54 
@ M22S-DP-R Eaton M22 Series Modular Pushbutton Switches, Red | 10R1933 18.54 
@ M22S-DP-G Eaton M22 Series Modular Pushbutton Switches, Green| 10R1932 18.20 
@ M22S-DP-Y Eaton M22 Series Modular Pushbutton Switches, Yellow | 10R1935 17.25 
@ M22-DP-S Eaton M22 Series Modular Pushbutton Switches, Black} 10R1816 20.57 
@ M22-DP-R Eaton M22 Series Modular Pushbutton Switches, Red | 10R1815 20.58 
@ M22-DP-G Eaton M22 Series Modular Pushbutton Switches, Green| 10R1814 22.61 
@ M22-DP-Y Eaton M22 Series Modular Pushbutton Switches, Yellow | 10R1817 20.23 Hold precise, critical control settings under shock or vibration. Mount directly on threaded bushing, replacing 
onzzPV Fan NZ Sees Nera Sis, Red | TORTS | ae.at MaRS a goer mat her ae 
@ M22-PVT Eaton M22 Series Modular Pushbutton Switches, Red | 10R1859 46.67 d Price Each 
@ M22-PVS Eaton M22 Series Modular Pushbutton Switches, Red | 10R1858 79.65 Mfg. Part No. Description Stock No. Ene 
Price Each @ KL701G Shelf Control Knobs & 0.7” Diameter Knobs, Matte Finish 26F309 20.58 
Mfg. Part No. Type Stock No. it @KL701 Shelf Control Knobs & 0.7” Diameter Knobs, Mirror Finish | 26F308 | 25.36 
@ M22-ADC Dust Cover 10R1768 23.00 @ KL901G Shelf Control Knobs & 0.9" Diameter Knobs, Matte Finish 26F311 23.48 
@ M22-ADC4 Dust Cover 10R1769 25.16 @ KL901 Shelf Control Knobs & 0.9" Diameter Knobs, Mirror Finish | 26F310 | 41.95 
@ M22-IVS DIN Rail Mounting Adapter 10R1823 9.99 @ KL1251G Shelf Control Knobs & 1.25” Diameter Knobs, Matte Finish 26F313 63.73 
@ M22-T-D Protective Diaphragm 10R1866 5.60 @ KL1251 Shelf Control Knobs & 1.25” Diameter Knobs, Mirror Finish 26F312 43.08 
@ M22-T-DD Protective Diaphragm 10R1867 5.66 PIM. 5253 
@ M22-XKDP Dust Cover 10R1894 1.56 
PIN 148561 EH SERIES ABS Hd AMERICA'S LARGEST 
KNOBS Gir EW sass 
SHAFT LOCKS - (633 eae gaan ELECTRONIC HARDWARE CORPORATION 
SELECTION OF KNOBS 
FOR OVER 45 YEARS 


ELECTRONIC HARDWARE CORPORATION 


RoHS ‘ : < va 
Compliant 
Available 
Round Round with Indicator Line Round Skirted Round Skirted with Indicator 
Line 


Knob Lock Shaft Lock SS 


Prevent control shaft from rotating under shock, vibration, or accidental contact. Tapered nylon collar grips 
control shaft tightly and exerts even, frictional drag. Mfg. part no. SL-110B is a knob lock for used with 90 series 
or larger knobs. All models have a 1/4” shaft diameter except mfg. part no. SL-105B which has a 1/8” shaft 
diameter. Mount in place of nut and washer on most potentiometers. 
Price Each : . : 

Mfg. Part No. Description Stock No. 1+ Round with Indicator Arrow Pointer Bar Pointer Bar Skirted ae 
@ SL110B Knob Lock, 3/8-32 NEF-2 Thread, Black Series 26F938 6.92 
@ SL-105B Shaft Lock, 1/4-32 NEF-2 Thread, Black Series 26F315 5.41 
@ SL-100B Shaft Lock, 3/8-32 NEF-2 Thread, Black Series 26F314 7.38 
@SLI01R Shaft Lock, 3/8-32 NEF-2 Thread, Red Series 26F937 = 
IN 6285 > CONTINUED > 
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SWITCHES & SENSORS 
SWITCHES — ACCESSORIES 


EH SERIES ABS KNOBS (CONT.) MS91528 STYLE SBime ; FE S AMERICA'S LARGEST 
Compliant SELECTION OF KNOBS 
Shaft Shaft Knob Price Each BLACK KNOBS Available FOR OVER 45 YEARS 
Mfg. Part No. Type Dia. Diameter Stock No. 1-49+ ELECTRONIC HARDWARE CORPORATION 
Bar 
@ EH71-1SB2S Round Shai 6.35 mm 17.78 mm 95F6994 8.69 
Double Bar 
@ EH71-1GG2S Round Sha 6.35 mm 17.78 mm 95F6996 TUTE 
@ EH71-2GG2S Round Sha 6.35 mm 22.86 mm 95F7008 8.55 
Double Bar Skirted 
@ EH711HH2S Round Shai 6.35 mm 17.78 mm 95F6997 9.12 Round Round Skirted Round Knurled with Indicator Pointer Bar 
- Arrow 
Pointer Bar 
@ EH71-0P1S Round Sha 3.175 mm 12.7 mm 95F6984 15.29 
@ EH71-1P2S Round Sha 6.35 mm 17.78 mm 95F6992 7.66 
@ EH71-2P2S Round Sha 6.35 mm 22.86 mm 95F7004 7.03 
Pointer Bar Skirted Pointer Bar 
SENEEOKIS Rroundlishia sam (2h mom 2555989 7.04 Pointer Bar Skirted Straight Knurled with Spinner 
@ EH71-1K2S Round Shai 6.35 mm 17.78 mm 95F6993 5.98 Pointer Bar Skirted 
@ EH71-1DSB2S Round Sha‘ 6.35 mm 17.78 mm 95F6995 8.82 High-impact polycarbonate with corrosion-resistant nickel-plated brass inserts and 2 steel set screws. Suffix “S” 
Round indicates black knob with gloss finish. Suffix “B” indicates black knob with matte finish. 
@ EH71-0N1S Round Sha 3.175 mm 12.7 mm 95F6979 5.77 Shaft Shaft Knob Price Each 
@ EH71-1N2S Round Shai 6.35 mm 17.78 mm 95F6987 5.22 Mfg. Part No. Type Dia. Diameter__| Stock No. 1+ 
@ EH712N28 Round Sha 6.35 mm 22.86 mm 95F6999 8.28 Bar with Dial 
@ EH71-3N2S Round Sha 6.35 mm 31.75 mm 95F7011 751 @ MS91528-1B2S Round Sha 6.35 mm 17.78 mm 98B9788 12.97 
@ EH71-4N2S Round Sha 6.35 mm 44.45 mm 95F7016 8.22 Pointer Bar 
Round Skirted @ MS91528-1P1B Round Shai 3.175mm | 17.78mm | 98B9799 | 11.08 
@ EH710D18 Round Sha 3.175 mm 12.7 mm 95F6981 7.01 @ MS91526-1F28 sound: oha 6.35 mm “ 9889800 8.52 
@ EH71-1D2S Round Sha 6.35 mm 17.78 mm 95F6989 7.64 @ MS91528-1P2S Round Shaft 6.35 mm 17.78 mm 98B9801 41.21 
Round Skirted with Indicator Line @ MS91528-2P2B Round Shaft 6.35 mm 22.86 mm 98B9805 9.65 
@ EH71-0E1S Round Sha 3.175 mm 12.7 mm 95F6982 6.20 @ MS91528-3R2B Round Sha 6.35 mm 31.75 mm 51B1016 12.18 
@ EH711E28 Round Sha 6.35 mm 17.78 mm 95F6990 8.26 Pointer Bar Skirted 
@ EH71-4E2S Round Sha 6.35 mm 44.45 mm 95F7019 8.16 @ MS91528-1K1B Round Sha 3.175 mm 17.78 mm 98B9794 11.24 
Round with Dial and Indicator Arrow @ MS91528-1B2B Round Shaft 6.35 mm 17.78 mm 98B9787 13.58 
@ EH71-3F2S Round Sha 6.35 mm 31.75 mm 95F7015 8.89 @ MS91528-1K2B Round Shaft 6.35 mm 17.78 mm 88F4325 11.07 
Round with Indicator Arrow Pointer Skirted 
@ EH71-0F1S Round Sha 3.175 mm 12.7 mm 95F6983 8.40 @ MS91528-1K2S Round Sha 6.35 mm 17.78 mm 98B9796 9.92 
@ EH71-1F2S Round Sha 635mm | 17.78mm |  95F6994 7.45 @ MS91526-2K28 Round Shaft | 635mm | 22.86 mm __|SBB9B0S Ia asinrea 
@ EH712F2S Round Sha 6.35 mm 22.86 mm 95F7003 11.52 Round 
Round with Indicator Line @ MS91528-0N1S Round Sha 3.175 mm 12.7 mm 98B9786 8.72 
@ EH71-0C1S Round Sha 3.175 mm 42.7 mm 95F6980 8.36 @ MS91528-ON1B Round Sha 3.175 mm 12.7 mm 98B9785 10.12 
@ EH71-1C2S Round Sha 6.35 mm 17.78 mm 95F6988 4.40 @ MS91528-1N2B Round Shaft 6.35 mm 17.78 mm 98B9797 8.46 
@ EH71-2C2S Round Sha 6.35 mm 22.86 mm 95F7000 7.63 @ MS91528-1N2S Round Sha 6.35 mm 17.78 mm 98B9798 9.01 
@ EH71-3C2S Round Sha! 6.35 mm 31.75 mm 95F7012 5.65 @ MS91528-2N2B Round Sha 6.35 mm 22.86 mm 98B9804 8.52 
(@ EH71-4C28 Round Sha 635mm | 445mm | 95F7017 6.31 Round Knurled with Indicator Arrow 
Round with Pointer @ MS91528-0F1B Round Shaft 3.175 mm 12.7 mm 1303046 11.16 
@ EH710NP1S Round Sha 3.175 mm 12.7 mm 95F6986 6.39 Roundiskiried 
PIM 5213 @ MS91528-0D1B Round Shaft 3.175 mm 12.7 mm 98B9783 10.15 
7 @ MS91528-0D1S Round Shai 3.175 mm 12.7 mm 98B9784 8.72 
SELF-LOCKING PUSH-TO- AMERIGAS LARGEST @ MS91528-1D1B Round Sha 3.175 mm 17.78 mm 98B9789 12.17 
ENGAGE KNOBS E He SELECTION OF KNOBS @ MS91528-1K1S Round Shaft 3.175 mm 17.78 mm 98B9795 9.69 
FOR OVER-45 YEARS @ MS91528-1D2S Round Shaft 6.35 mm 17.78 mm 98B9790 8.24 
ELESTRONIG HARDWARE OR e  _@MS91528-1D2B Round Sha 635mm | 17.78mm | 36C2687 | 10.26 
Gepiinan @ MS91528-2D2B Round Sha 6.35 mm 22.86 mm 98B9802 11.21 
Availabl 7 : F 
eo Round Skirted with Indicator Arrow 
@ MS91528-1F2B Round Shaft 6.35 mm 17.78 mm 98B9792 11.79 
@ MS91528-2F2B Round Shai 6.35 mm 22.86 mm 88F4383 8.95 
@ MS91528-3F2B Round Shai 6.35 mm 31.75 mm 99B1590 10.59 
Designed f fications in which control setti ‘beanainisined und ‘af Péfinch andl wivat Round Skirted with Indicator Dot 
jesigned for applications in which control setting must be maintained under conditions of shock and vibration. 
Setting can’t be changed accidentally, since knobs must be depressed before movement. @ MS91528-1E2B Round Shai 6.35 mm 17.78 mm 50B6899 27.35 
7 @ MS91528-2E2B Round Sha 6.35 mm 22.86 mm 88F1283 37.47 
Shaft Shaft Knob Price Each Rourd with Dial and Indicaler A 
Mfg. Part No. Type Dia. Diameter Stock No. 1-49+ SUDA eel 
Round Skirted, Matte Finish @ MS91528-1F1B Round Shai 3.175mm_ | 17.78mm |  98B9791 13.90 
@ PTE702.26 Round Shaft | 635mm 78.542 mm 95F6076 aa @ MS91528-1F2S Round Shai 6.35 mm 17.78mm | 9889793 | 43.41 
Round Skirted with Indicator Arrow, Matte Finish @ MS01528-4F2B Round Shai 6.35mm__| _44.45mm_ | _98B9806_| 18.67 
@ PTE70-3-2G Round Shaft 6.35 mm 18.542 mm 95F6978 93.75 Straight Knurled with Spinner 
PIM 5212 @ MS91528-4S2B Round Sha 6.35 mm 44.45 mm 99B1591 57.31 
PIM_47481 
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SWITCHES & SENSORS @ Indicates RoHS Compliant 4] Find Datasheets Online 
SWITCHES — ACCESSORIES 


3000 SERIES FINE KNURL AMERICAS CARES. CONTROL KNOBS (CONT.) 
—_ SELECTION OF KNOBS 
INSTRUMENT KNOBS E H S FOR OVER 45 YEARS Shaft Shaft Knob Price Each 
ELECTRONIC HARDWARE CORPORATION Mfg. Part No. Type Dia. Diameter StockNo. | 1-9% 
Soper Round Fluted 
Available @ 11K5014-KCNB D Shaft 6.35 mm 17.78 mm 05C€2120 4.23 
@ 11K5029-JCNB Round Sha 3.175 mm 12.7 mm 1103977 1.48 
@ 11K5029-KCNB Round Sha 6.35 mm 12.7 mm 1103979 1.48 
Round Fluted with Pointer 
@ 11K5028-KCNB Round Sha 6.35 mm 18.03 mm 1103976 4.15 
Round Knurled Round en Indicator Round Knurled with Indicator Line 
3000 series ABS very fine knurl plastic knob was designed for high quality instrument requirements. Nickel- @ 11K5015-JMNB Round Sha 3.175 mm 22.71 mm 1804128 7.65 
plated insert, two set screws and a black matte finish. @ 11K5015-KMNB Round Shai 6.35 mm 22.71 mm 1103970 8.02 
Shaft Shaft Knob Price Each Round with Indicator Notch 
Mfg. Part No. Type Dia. Diameter Stock No. 4+ @ 11K5013-KMNB Round Sha 6.35 mm 33.78 mm 1103963 11.72 
Round Knurled @ 11K5020-KCAB Round Shai 6.35 mm 40.01 mm 1103975 3.35 
@ 3008-1-B Round Shai 3.175 mm 12.7 mm 91F2233 13.67 Round with Pointer 
@ 3010-1-B Round Sha 3.175 mm 24.765 mm 91F2245 6.54 @ 11K5017-JCNB D Shaft 3.175 mm 8.9mm 26C2509 3.43 
@ 3008-2-B Round Shai 6.35 mm 12.7 mm 91F2234 WOt PIM_138958 
@ 3009-2-B Round Shai 6.35 mm 21.59 mm 91F2242 17.06 
© 3010-2-8 Round Shaft | 635mm | 24.765mm | S1F2246 748 AML75 PANEL SEALS/AML76 SWITCH GUARDS A TT 
Round Knurled with Indicator Line oneywe 
@ 3440-1-B Round Sha 3.175 mm 12.7 mm 91F2235 7.21 > Sepernaan 
@ 3489-1-B Round Sha 3.175 mm 18.288 mm 91F2239 6.07 a Available 
@ 3441-1-B Round Sha‘ 3.175 mm 21.59 mm 91F2243 7.60 ‘ 
@ 3440-2-B Round Shalt 6.35 mm 12.7 mm 91F2236 7.37 
@ 3489-2-B Round Shat 6.35 mm 18.288 mm 91F2240 7A6 
@ 3441-2-B Round Shai 6.35 mm 21.59 mm 91F2244 14.18 Seal 
@ 3442-2-B Round Shaft 6.35 mm 24.765 mm 91F2248 8.71 Guard 
PIM. 13145 Protect displays from contamination by dust, dirt, or spills. No effect on color, light intensity, or legend quality. Fit 
~ both 0.19” (4.83) standard-height square or rectangular pushbuttons. 
pap aie jushbuttons, these clear, polycarbonate thermoplastic guards prevent accidental 
PUSHBUTTON SWITCH ACCESSORIES Gee eimoian Gra hill bastion ent The te “LIFT” is molded Ae feat edge of pale geet brightnished stainless 
vailable ff: steel. 
Price Each 
EY A Mfg. Part No. Stock No. [1-44 
() @ AML75BBC 23F4469 16.83 
=s @ AML75ABC 23F4468 = 
sucinea4 07C1040-1 For Use [Price Each 
Mfg. Part No. With Stock No. 1-1-4+ 
1001015-1 30B1012-5 @ AML76C10T01P Honeywell AML Series Pushbutton Switches 23F4474 40.07 
Price Each @ AML76F10T01P Honeywell AML Series Pushbutton Switches 23F5001 19.17 
Mfg. Part No. Color Stock No. 1-9+ PIM_4925 
@ 30B1012-9 Black 18M6492 0.50 >. oo —_aoeoqw_oe—— 
so se sailors 0.59 AML91 INCANDESCENT LAMPS aes ‘ant Honeywell 
For Use Price Each Available Sensing and Control 
Mfg. Part No. With Stock No. it ( SELECTION, SPEED, SERVICE 
@ 3001023-1 Grayhill Pushbutton Switches 14M6743 1.76 
@ 07C1040-1 Grayhill Pushbutton Switches 17M8288 1.97 
@ 10C1015-1 Grayhill 10 and 4000 Series Pushbutton Switches 51M9274 1.95 
PIM_5074 
" 
CONTROL KNOBS ‘ 


T-1-3/4 wedge base lamps for AML 11/21/24/31/34/41 series incandescent pushbutton switches as shown. 


Average Supply Price Each 
Mfg. Part No. Size MSCP Life Voltage Stock No. 1-9+ 
Wedge 
@ AML91LA73 T-1 3/4 (5mm) 0.3 15000h 14V 23F4471 8.16 
@ AML91LA85 T-1 3/4 (5mm) 0.3 41860h 28V 23F4472 8.48 


@ AML91LA86 T-1 3/4 (5mm) 0.49 20000h 6.3V 23F4473 = 


50 Rolls PIM_4923 
Getimoiat 
Available 


AML SERIES SWITCH BUTTONS AND PANEL Honeywell 


PLUGS 
RoHS 
Ge timo 
Available 


For AML11, AML21, and AML31 series incandescent and 
non-lighted pushbuttons and AML41 indicators. 0.19” thick. 


as Fig. 6 Fig.7 Panel plug for use with AML11, AML12, AML21, AML22, 
= 7 AML23, AML24, AML27, AML31, AML32, AML33, 
© Ideally suited for encoder and rotary switches available AML34, AML35, AML36, AML41, AML42 and AML45 
© Standard fit for Grayhill encoders and rotary © Standard color: Black series. 
switches © Choice of spring clip (press-on) or metal insert w/ 
© Custom materials, styles, colors and markings set screw versions 
Shaft Shaft Knob Price Each 
Mfg. Part No. Type Dia. Diameter Stock No. 1-9+ ANLETOTOR 
Pointer Bar Skirted 
@ 11K5028-KMNB Round Shaft 6.35 mm 18.03 mm 0303484 10.20 
> CONTINUED > > CONTINUED > 
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SWITCHES & SENSORS 


SWITCHES — ACCESSORIES 


AML SERIES SWITCH BUTTONS AND PANEL PLUGS (CONT.) 1 WATT INCANDESCENT LAMPS ou D E Cc 


Price Each 
Mfg. Part No. | Color Stock No. 1-9+ nae 
Reciangulr Sar 
@ AML51-F10A Amber 23F4398 2.70 
@ AML51-F10K Black 23F4400 6.24 
@ AML51-F10G Green 23F4446 5.55 
@ AML51-F10R Red 23F4447 a 
@ AML51-F10W White 23F4401 6.67 
@ AML51-F10Y Yellow 23F4449 5.76 
Rectangular, Clear cap Base BAQS/13. Available in 6V, 12V, and 24V versions. 
@ AML51-F11R Red 23F4403 10.78 Supply Price Each 
@ AML51G11WW White 99F6272 15.75 Mfg. Part No. Voltage Stock No. [19+ 
@ AML51-F11Y Yellow 23F4405 10.78 BAQs 
Square @ 18-6 6.3V 16F5337 er 
@ AML51-C10A Amber 23F4382 2.51 es2  ... . »« | | 346939 °®2«:| — 
@ AML51-C10G Green 23F4441 3.79 @ |S-24 24V 74K3818 Be 
@ AML51-C10R Red 23F4443 = Puen 
@ AML51-C10W White 23F4300 3.45 
eel = es 415 __ LB SERIES MINIATURE BUZZER SWITCHES 
For Use Price Each ou D E 
Mfg. Part No. Type With Stock No. 1-1-4+ es 
@AML78CcB | Panel Plug | Honeywell AML Series Pushbutton Panel | 90B3532 8.83 Gee sinpian 


PIM_4861 


MICRO SWITCH™ AUXILIARY ACTUATORS FOR 
SE/XE STYLE SWITCHES Honeywell 


LB3Z-IT04, LB8Z-1T04 


Gir : LBGMZ-1T04 EBBMZ-1104 
Compliant 
x Available © 80dB Steady Sound ®@ Also available in 12V DC version 
© 24VDC supply voltage ® Also available with PC board termina 
© Solder / tab terminals © LB3Z - Black Bezel 
J © Black or metallic bezels available © LB6MZ - Metal Bezel 


Straight Leaf 7 
ee Supply } Sound | Current Price Each 
Mfg. Part No. Voltage Level Rating Mounting Type Stock No. 1+ 
Roller Lever Buzzer-- 
Provide sealed switches (not included) with an easier means of operation and adjustment. Auxiliary actuators 
adapt switches to different operating motions by supplying supplemental overtravel. Mounting hardware @ 1 B32Z-1T04 24 VDC 80 dB 26 mA Panel 65W4874 40.40 
included. @ LB6MZ-1T04 24 VDC 80 dB 26 mA Panel 65W5246 — 
Price Each @ LB6Z-1T04 24 VDC 80 dB 26 mA Panel 65W5313 = 
Mfg. Part No. Description Stock No. 1-4+ @ LB8MZ-1T04 24 VDC 80 dB 26 mA Panel 65W5443 56.88 
@ JE-5 Roller Leaf Actuator, 12 ozf 23F 4223 20.74 @ LB8Z-1T04 24 VDC 80 dB 26 mA Panel 65W5489 49.40 
@ JE-1 Straight Leaf Actuator, 12 ozf 23F4747 18.74 PIM_209442 
@ JM-5 Roller Leaf Actuator, 21 ozf 93F6652 28.10 eee ee 
@JM-1 Straight Leaf Actuator, 21 ozf 93F6651 21.63 22mm LED PILOT LIGHTS 
aa ou DEC 
Bie 
/ompliant 
LED LAMPS DEC Avllable 
LED lamps contain a current-limiting resistor and a @) 
protection diode. Available in 24V and 120V versions in a RoHS G 
range of colors. Also available in blue; go online or call. Gee simon = 
Available Flush Style, 
= 2] Plastic Bezel Dome Style w/Transformer, 
a Plastic Bezel Jumbo Dome 
@ LED or incandescent lamps @ Meets IEC IP65 and NEMA 4, 4x, 13 ratings 
Bricelcach @ Round flush or domed lenses @ Plastic or nickel-plated aluminum bezel 
anti wry All units shown are for use with LED lamps. May be mounted in IDEC’s one-to-five hole enclosures; go online 
Mfg. Part No. Description BLOCKING: tea or call. Incandescent lamps also available; go online or call. UL listed, CSA certified, CE compliant, and TUV 
@ LSTD-H2A Amber, 10 mA, 120 V 74K3866 14.52 approved. 
= Amber, 11 mA, 24 V 74K3870 = = 
sei ee IPINEMA | Forward Price Each 
@ LSTD-H2G Green, 10 mA, 120 V 74K3867 9.59 Mfg. Part No. Color Rating Current | Voltage | Stock No. 1-24+ 
@ LSTD-2G Green, 11 mA, 24 V 74K3871 6.62 Dome - Full Voltage 
@ LSTD-66 Green, 17 mA, 6V B4C6114 = @ HW1P-2FQD-A-24V | Amber P65 t1imA 24V 78K8185 | 23.44 
@ LSTD-H2R Red, 10 mA, 120 V T4K3868 14.70 @ HW1P-2FQD-G-24V | Green P65 t1imA 24V 74K3780_ | 24.77 
@ LSTD-2R Red, 11 mA, 24 V T4K3872 = @ HW1P-2FQD-R-24V Red P65 t1imA 24V 74K3781_ | 25.03 
@ LSTD-6R Red, 17 mA, 6V 74K3876 eee Jumbo Dome - Full Voltage 
@ LSTD-H2W White, 10 mA, 120 V TAK3869 14.10 @ HW1P-5Q4-A Amber P65 15mA 24V 79K3737 | 66.11 
e D-2W White, 11 mA, 24 V 74K3874 7.24 @ HW1P-5Q4-G Green 4s 415mA 24V 79K3741 66.11 
PIM_3604 @ HW1P-504-R Red it 15mA 24V 79K3748 75.07 
Round Flush - Full Voltage 
@ HW1P-1FQD-A-24V Amber P65 11mA 24V 74K3775 25.27 
Your @ HW1P-1FQD-G-24V Green P65 11mA 24V 74K3776 25.01 
DEVELOPMENT CAB eer CAME = @ HWAP-1FOD-G-24V_| Green P65 timA | 24Vv__| 74k3793 | 24.37 
DISTRIBUTOR : @ HW1P-1FQD-R-24V Red P65 11mA 24V 74K3777 24.23 
@ HW4P-1FQD-R-24V Red P65 11mA 24V 74K3794 28.18 
Supporting your journey at Z PROTOTYPE cate sUeaie)\iead  _ Round Flush - Transformer 
every stage & TEST 7 & MAINTENANCE @ HW4P-1FH2D-A Amber P65 10mA 120VAC | 9203163 50.04 
@ HW1P-1FH2D-G Green P65 10mA 120VAC 74K3773 48.48 
@ HW4P-1FH2D-G Green P65 10mA 120VAC 74K3791 50.04 


PIM_5793904 
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SWITCHES & SENSORS @ Indicates RoHS Compliant | Find Datasheets Online 
SWITCHES — ACCESSORIES 
22mm LED PILOT LIGHTS (CONT.) COLOR-CODED PLASTIC KNOBS (CONT.) 
@ HW4P-1FH2D-R Red IP65 toma | 120vac | 74K3792 | 50.04 Shaft Shaft Knob Price Each 
PIM_13242 Mfg. Part No. Type Dia. Diameter Stock No. 1-49+ 
Round Knurled with Indicator Line, Red 
: @ MC21058 Splined Shaft 6mm 13 mm 10M7576 1.06 
Be UTC n ennh Ae PenieS sm enee ITW Switches @ MC21063 Splined Shaft 6mm 13mm 10M7581 1.52 
SeNsors, SWITCHES, ELECTRONIC CONTROLS Round Knurled with Indicator Line, Yellow 
RoHS @ MC21059 Splined Shaft 6mm 13 mm 10M7577 1.06 
Gee tinoiat @ MC21064 Splined Shaft 6mm 13 mm 10M7582 0.20 
y PIM_13461 
\ @/ PLASTIC KNOBS Cry 
multicomp 


Price Each 
Mfg. Part No. Description Stock No. 1-9+ 
@ 76-1200 Roller Lever Actuator, 8 ozf 23F188 26.00 
PIM_5129 
INSTRUMENTATION KNOBS EYSTONE 


ELE CTH ONC 
Gopi 


Se oi 
Round Skirted Round with Dial 
@ Material: ABS with Aluminum Inlay 
Shaft Shaft Knob Price Each 
Mfg. Part No. Type Dia. Diameter Stock No. 1-49+ 
Bar 
@ 8567 Round Shaft 3.175 mm 12.7mm 51B262 10.77 
Round Skirted 
@ 8554 Round Shaft 3.175 mm 12.7mm 0106590 7.50 
@ 8555 Round Shaft 6.35 mm 17.78 mm 65H7867 8.96 
Round with Dial 
@ 8558 Round Shaft 3.175 mm 12.7 mm 86C7260 10.03 
PIM_78697 
COLOR-CODED PLASTIC KNOBS COLOR-CODEDPLASTICKNOBS ita 
naa multicomp 


All knobs listed have a 0.250” (6.40) diameter shaft. 
Shaft Shaft Knob Price Each 
Mfg. Part No. Type Dia. Diameter Stock No. 1-49+ 

Round Knurled with Indicator Line, Black 

@ MC21071 D Shaft 4.5mm 13.2 mm 10M7589 0.79 
Round Knurled with Indicator Line, Blue 

@ MC21069 D Shaft 4.5mm 13.2 mm 10M7587 0.79 
@ MC21074 Round Sha 6mm 17.018 mm 10M7592 0.12 
@ MC21060 Splined Shai 6mm 13mm 10M7578 — 
@ MC21065 Splined Shai 6mm 13mm 10M7583 0.92 
Round Knurled with Indicator Line, Gray 

@ MC21070 D Shaft 4.5mm 13.2 mm 10M7588 0.79 
@ MC21062 Splined Shai 6mm 13mm 10M7580 0.28 
@ MC21067 Splined Shai 6mm 13mm 10M7585 0.92 
Round Knurled with Indicator Line, Green 

@ MC21075 Round Sha 6.4mm 17.018 mm 10M7593 0.79 
@ MC21061 Splined Shai 6mm 13mm 10M7579 1.52 
@ MC21066 Splined Shai 6mm 13mm 10M7584 0.40 
Round Knurled with Indicator Line, Red 

@ MC21068 D Shaft 4.5mm 13.2 mm 10M7586 0.40 
@ MC21072 Round Sha 6.4mm 17.018 mm 10M7590 1.54 
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RoHS 
Compliant 
Available 


Knobs feature durable ABS plastic cover with light decorative top, metal insert, and 2 setscrews. All knobs listed 
have a 0.250" (6.4) diameter shaft. Color: black. 
Shaft Shaft Knob Price Each 
Mfg. Part No. Type Dia. Diameter Stock No. 1-49+ 
Round Knurled with Indicator Line 
@ MC21050 Round Shaft 6.4mm 20mm 10M7568 Lee) 
@ MC21051 Round Shaft 6.4mm 27mm 10M7569 215) 
@ MC21052 Round Shaft 6.4mm 33 mm 10M7570 2.52 
@ MC21053 Round Shaft 6.4mm 45 mm 10M7571 2.96 
PIM_13458 
ROUND AND SQUARE TACT CAPS mul ticomp 


RoHS — 
Compliant 
Available 


© Cap color: Clear © For use with tactile switches 


Price Each 
Mfg. Part No. Color Stock No. | 1-249+ 

Round 

@ KTL-RAK Black 38K3432 0.06 

@ KTL-RAI Ivory 38K3431 0.13 
Square 

@ KTL-SAI Ivory 38K3438 0.12 
PIM_121526 

CAPS FOR MCDTS2 SERIES fail ficomp 


RoHS 


Gepiin pliant 
Available 


@ Round and square caps for use with 12x12 MCDTS2 series of Multicomp tact switches 
Price Each 

Mfg. Part No. Color Stock No. | 1-249+ 
Round 
@ KTSC-22K Black 96K5828 0.17 
@ KTSC-22B Blue 97K2804 0.18 
@ KTSC-22G Green 97K2805 0.18 
@ KTSC-221 Ivory 97K2806 0.18 
@ KTSC-22R Red 97K2807 0.17 
@ KTSC-22S Salmon 97K2808 0.03 
@ KTSC-22Y Yellow 97K2809 0.02 
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CAPS FOR MCDTS2 SERIES (CONT.) 


SWITCHES & SENSORS 
SWITCHES — ACCESSORIES 


KEYCAPS FOR 


Price Each TACTILE SWITCHES (CONT.) 
Mfg. Part No. Color Stock No. 1-249+ Price Each 
Square Mfg. Part No. Color Stock No. 1-9+ 
@ KTSC-21K Black 97K2801 0.16 12x12mm Square 
@ KTSC-21B Blue 97K2798 0.18 @ B32-1310 Black 52F3568 0.38 
@ KTSC-21G Green 97K2799 0.02 @ B32-1340 Blue 8409533 0.30 
@ KTSC-211 Ivory 97K2800 0.18 @ B32-1300 Ivory 52F3567 0.33 
@ KTSC-21R Red 97K2802 0.18 @ B32-1380 Red 8409528 0.31 
@ KTSC-21Y Yellow 97K2803 0.18 @ B32-1360 White 84C9539 0.15 
PIM_115566 4x4mm Square 
@ B32-1010 Black 52F3564 0.32 
MOUNTING HARDWARE AND KNOBS FOR OF epee ae adeno = 
ROTARY TAP @ B32-1000 Grey 33K4362 0.31 
SWITCHES @ B32-1080 Red 36K7144 0.33 
RoHS @ B32-1060 White 8904238 os 
Geesinoiat @ B32-1030 Yellow 8904235 0.33 
Available 
9.5mm Dia. Round 
@ B32-1610 Black 8904253 0.47 
@ B32-1620 Orange 8904254 0.46 
@ B32-1630 Yellow 8904255 (OSS) 
9x9mm Square 
@ B32-1210 Black 35K3176 0.31 
Shaft Shaft Knob BiicelEech @ B32-1240 Blue 8904243 0.32 
: Mfg. Part No. : Type Dia. Diameter Stock No. 1+ @ B32-1200 Grey 52F3565 031 
Finger Grip with Pointer © 832-1220 Orange 3904241 0.34 
@ 5109AE Round Shaft 6.35 mm 41.275 mm 64K9295 46.81 @ 832-1260 White 3904245 0.38 
@ S111AE Round Shaft 6.35 mm 60.325 mm 64K9299 49.77 © 832-1230 Yellow 8904242 0.33 
Pointer Bar 
PIM_75288 
@ 5103AE Round Shaft 6.35 mm 31.75 mm 64K9286 9.40 
PIM_5012 , 
SWITCH ACTUATORS Schneider 
RHEOSTAT AND TAP SWITCH S280 OHI G Electric 
HARDWARE Available 
somite TON 
(= OFF 
Tw ——_ 
: 5103, 5116 Price Each 
5104, 5106 5105 5110 Barna Mfg. Part No. Description Stock No. 1-24+ 
Handwheel with Pointer — Handwheel without Fingergrip Knob VLSH1S5B Schneider TeSys VLS Series Disconnect Switches 17AC4870 52.31 
ee nee neue a ene ewe ee VLSH1S5R Schneider TeSys VLS Series Disconnect Switches | 17AC4871 | 95.87 
Knckeere Caster to hae with elotea oH See PEE G Er MAE Nes MNS PO MeePOrielng eftaty Ceaneets VLSH2H5BD Schneider TeSys VLS Series Disconnect Switches 17AC4874 75.62 
= VLSH2H5R Schneider TeSys VLS Series Disconnect Switches 17AC4875 35.34 
Shaft shee mags teat Schneider TeSys VLS Series Di t Switch 17AC4876 
Mfg. Part No. Type Dia. Diameter Stock No. 1-94 VLSH2H5RD chneider TeSys VLS Series Disconnect Switches 75.62 
Finger Grip VLSH2S5B Schneider TeSys VLS Series Disconnect Switches 17AC4877 30.82 
@5151E Round Shai 3.175 mm 19.05 mm 64K9308 12.07 VLSH2S5R Schneider TeSys VLS Series Disconnect Switches 17AC4878 30.82 
© 5150E Round Shal 6.35 mm 38.1 mm 64K9307 | 16.85 visoa005 halt Edension LEACHESS I ESET 
Finger Grip with Pointer VLSS5005 Shaft Extension 17AC4887 = 
@ 5109E Round Shaft 6.35 mm 41.275 mm 64K9296 48.33 PIM_8726137 
@5111E Round Sha 6.35 mm 60.325 mm 64K9300 47.25 
Handwheel ZB6 SERIES 16mm CONTACT BLOCKS Schneider 
@ 5105E Round Shai 9.525 mm 82.55 mm 649291 38.48 For use with XB6 series illuminated and non-illuminated & Electric 
Handwheel with Pointer pushbuttons (maximum of 3 contact blocks per mounting 
base). Contact material: silver alloy. Direct-acting contacts 
@'S5106E Round Sia oemn) un es 205 61.94 have a failure rate of less than 1 failure in 100,000,000 eee @® G 
@ 5104E Round Shai 9.525 mm 82.55 mm 64K9289 21.34 electrical operations (5V-1mA). Contacts rated 3A, 300V. UL SEEDS sect 
Pointer Bar listed, CSA certified, CE compliant. 1+-—__2 (Ne) C € 
@ 5103E Round Shaft 6.35 mm 64K9287 10.84 QewtsiCE 
@ 5116E Round Sha 6.35 mm 64K9305 20.58 Ose 170M 
ind. Cont. Eq,’ 
PIM_4121 = 
KEYCAPS FOR 
TACTILE SWITCHES omROnNn 
Keycap id Contact No. of Price Each 
ELECTRONIC COMPONENTS Mfg. Part No. Current Poles Stock No. 1-4+ 
Gein ‘ SPST-NC 
Compliant 
Available ZB6E2B 6A [ 1 97B9476 6.29 
Switch SPST-NO 
ZB6E1B 6A [ 1 93B0763 6.67 
PIM_61187 


Keycaps are available in different sizes and colors for exclusive use of the 6x6 mm and 12x12 mm projected 
plunger versions of B3F and B3W series tactile switches. 
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SWITCHES & SENSORS 


SWITCHES — ACCESSORIES 


ZB4 SERIES DOUBLE HEADED PUSH BUTTONS Schneider 


& Electric 
Spire : 

Compliant 

Available 


Price Each 
Mfg. Part No. Description StockNo.|  1-24+ 
@ ZB4BA7120 white flush/black flush double-headed pushbutton @22] 85R3831 39.00 
unmarked 
@ ZB4BA7340 green flush/red flush double-headed pushbutton @22 unmarked | 85R3832 | 40.05 
@ ZB4BA7341 green flush/red flush double-headed pushbutton 022 with} 85R3833 44.56 
marking 
@ ZB4BL7340 green flush/red projecting double-headed pushbutton @22| 85R3837 46.00 
unmarked 
@ ZB4BL7341 green flush/red projecting double-headed pushbutton 022 with | 85R3838 44.56 
marking 
@ ZB4BW7A3740 | green flush/red flush illuminated doubleheaded pushbutton @22 | 85R3840 54.20 
unmarked 
@ ZB4BW7A3741 | green flush/red flush illuminated doubleheaded pushbutton @22 | 85R3841 57.56 
with marking 
@ ZB4BW7L3740 | green flush/red projecting illuminated +doubleheaded| 85R3842 | 54.20 
pushbutton @22 unmarked 
@ ZB4BW7L3741 | green flush/red projecting _ illuminated + doubleheaded| 85R3843 | 83.75 
pushbutton 022 with marking 
@ ZB5AA7340 green flush/red flush double-headed pushbutton @22 unmarked | 85R3844 | 44.40 
@ ZB5AA7341 green flush/red flush double-headed pushbutton @22 with] 85R3845 | 50.30 
marking 
@ ZB5AL7341 green flush/red projecting double-headed pushbutton 022 with | 85R3849 | 48.86 
marking 
@ ZB5AW7A3740 | green flush/red flush illuminated doubleheaded pushbutton 022 | 5276115 56.10 
unmarked 
@ ZB5AW7A3741 | green flush/red flush illuminated doubleheaded pushbutton 022 | 85R3852 70.65 
with marking 
@ ZB5AW7L3741 | green flush/red projecting _ illuminated double-headed | 85R3853 | 64.41 
pushbutton 022 with marking 


PIM_208200 


CONTACT BLOCKS 


[SQUARE ET) 


by Schneider Electric 


RoHS 
Compliant 
Available 


Contact blocks accept two 12-24AWG solid or stranded wires. NEMAA600 rated 120VA 60A make/6A break/10A 


continuous; @ 240VAC, 30A make/3A break/10A continuous. 9001KA contact blocks are for use with all 9001K, 
9001SK and 9001KX pushbuttons and selector switches. Terminals are Fingersafe® (meet VDE 0106 part 100). 
Color-coded. 9001KA1 and KA4 are clear. 9001KA2 is green. 9001KA3 is red. UL listed, CSA certified. CE 
compliant. *EC = Early Closing. Additional NO, EC version is available.Go online or call. 
Contact No. of Price Each 
Mfg. Part No. Current Poles Terminals Stock No. 1-4+ 
Contacts: NC (Positive Opening) 
9001KA3 | 10A 1 Screw 93F2965 23.48 
Contacts: NO 
9001KA2 10A 1 Screw 93F2964 28.21 
Contacts: NO & NC (Positive Opening) 
9001KA1 10A 2 Screw 93F2966 46.06 
Contacts: NO EC & NC 
9001KA4 10A 2 Screw 16F4057 48.36 
PIM_3453 


30mm NON-ILLUMINATED SELECTOR SWITCHES SQUARE F=] 7 


by Schneider Electric 


OG 
CE 


30mm round NEMA 4, 13, selector switches. 2 or 3 position maintained. Black knobs. Order contact blocks 
separately. 


> CONTINUED > 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


30mm NON-ILLUMINATED SELECTOR SWITCHES (CONT.) 


Price Each 
Mfg. Part No. Description Stock No. 1-4+ 
9001KS11B 30mm selector switch 2 position 97F9987 68.61 
9001KS45B Selector switch operator 30mm t-k 16B9561 69.13 
9001KS43B 30mm selector switch 3 position 97F9988 66.78 
PIM_3396 


420 SERIES RS-232 KEYPAD INTERFACE 

© Overall dimensions: 89 x 66mm 

@ Input power: +5V +0.25VDC 

@ RS232 output via 6 pin Molex 2.54mm (0.100”) 
Pitch KK® Series Connector 

© Drives Powertip’s 80 character LCD display 
from keypad 


Storm 420 series encoders provide an interface 
between keypads and host systems. Converting 
the matrix output from Storm keypads, the encoder 
sends RS232 output to a host system, via 6 pin (0.1” 
pitch) connector. The 420 series encoder can also be used to drive the LCD on Storm's integrated keypad and 
display unit. Alphanumeric data can be sent from the keypad to the display via the encoder. Additionally, data 
can be sent from a host system to the display via the encoder. The encoder board can be mounted directly onto 
Storm 12 and 16 way keypads, as well as Storm’s integrated keypad/display unit. 


torm 


MEE Interface m 


RoHS — 
Compliant 
Available 


Price Each 
Mfg. Part No. Convert From Convert To Stock No. [19+ 
@ 4200-003 Matrix Output RS-232 93K7640 96.33 
PIM_83943 


ALUMINUM SWITCH PLATES AND NUTS 


AUTHORIZED DISTRIBUTOR 


CEEV 


Rl 
ge 10264-00-120 


10264-00-120 


RoHS — 
Compliant 
Available 


Price Each 
Mfg. Part No. Description Stock No. [19+ 
@ SPA42 Legend plate for 15/32” diameter switch 77B8956 6.09 
@ SPA32 Legend plate for 1/4” diameter switch 77B8952 3.74 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-99+ 
@N1-AG Knurled Nut Miniature Toggle Switches 61F913 0.46 
@ 10264-00-120 Hexnut Miniature Toggle Switches 61J4556 0.23 
PIM_4932 


ALCOSWITCH ACCESSORIES FOR MPA & MPE SERIES 
SWITCHES E 


@ For toggle, pushbutton switching applications. 

@ Protect against contaminants such as dirt, dust, gas, liquids 

© Sealing boots are flexible black neoprene 

@ Type number suffix = color: A = natural aluminum, B = 
black aluminum, C = chromed brass. 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


G12 
Price Each 
Mfg. Part No. Description Stock No. 1-9+ 
@ BP1048004 Pushbutton 14M4319 6.72 
@ BPA1440004 Pushbutton 39M3352 6.60 
@ BP1532004 Pushbutton 42M1199 4.66 
@ B1048004 Toggle 12M5966 6.65 
@ B1532004 Toggle 22M4844 6.69 
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SWITCHES & SENSORS 
SWITCHES — ACCESSORIES 


ALCOSWITCH ACCESSORIES FOR MPA & MPE SERIES SWITCHES (CONT.) PLASTIC KNOBS WITH ALUMINUM INLAYS epi 


For Use Price Each hale. = TE 
Mfg. Part No. Description With Stock No. 1+ pecne i 
@ G12KC wt Tyco C12 and C22 Caps 25F2035 2.14 ‘AUTHORIZED DISTRIBUTOR 
@ G12KA ie Tyco C12 and C22 Caps 57F2110 1.72 
@ G12KB a Tyco C12 and C22 Caps 57F2111 171 
@G12C wis Tyco C12 and C22 Caps 57F2112 1.32 
@G12A “se Tyco C12 and C22 Caps 57F2113 2.82 
© 6128 Fe Tyco C12 and C22 Caps 57F2114 1.99 
@ G13KB ae Tyco C13 and C23 Caps 57F2117 3.54 
© G13B 7 Tyco C13 and C23 Caps 57F2120 | 1.92 PKG-WE PKGS0B RKC 1008 PKE-60B 
@G15 ue Tyco MSPF Series Pushbutton Switches | 77B7707 3.83 
@ BPT1532004 | Boot, Pushbutton, Tyco Pushbutton Switches 23M1147 WETS 
thread size: 1/4 - 40, 
15/32-32 
@ BPM1532004 | Boot, Pushbutton, | Tyco BPM Series Pushbutton Switches | 35M3621 8.12 
thread size: 15/32-32 
PIM_4931 PKGP-70B PKES PKA PKB 
Shaft Shaft Knob Price Each 
SPLASHPROOF TOGGLE AND PUSHBUTTON SWITCH Mfg. PartNo. __| __Type Dis. Diameter _|[EEStockiNos Iie 
SEALS =TE Fluted with Indicator Line 
© For toggle, pushbutton switching applications. connectivity @ PKES60B1/8 Round Shaft 3.175 mm 19mm 57F2345 2.40 
© Protect against contaminants such as dirt, dust, gas, liquids GURGeE Giniaitie @ PKEG0B1/4 Round Shaft 6.35 mm 15.9 mm 57F2343 2.55 
© "Sealing boots are lexible black neoprene RoHS @ PKES60B1/4 Round Shaft | 635mm 19mm 57F2346 2.84 
Osta (@ PKES70B1/4 RoundShat | 635mm | 21.7mm 57F2347 1.64 
@ PKESOB1/4 Round Shaft 6.35 mm 22.6 mm 57F2344 2.81 
@ PKES90B1/4 Round Shaft 6.35 mm 25.7 mm 57F2348 3.62 
@ PKES120B1/4 Round Shaft 6.35 mm 32.9 mm 57F2349 3.41 
Ribbed with Bar Pointer and Indicator Line 
@ PKGP70B1/4 Round Shaft 6.35 mm 18.8 mm 57F2374 4.34 
Ribbed with Indicator Line 
BP15320 @ PKG40B1/8 Round Shaft 3.175 mm 11.1 mm 57F2368 1.66 
PrCeIESch @ PKG50B1/8 Round Shaft 3.175 mm 14mm 57F2369 2.66 
Mfg. Part No. Description Stock No. ocean @ PKG70B1/8 Round Shaft 3.175 mm 18.8 mm 14H7710 6.89 
@ BP1048004 Pushbutton 14M4319 6.72 @ PKASOB1/8 Round Shaft 3.175 mm 20.2 mm 57F2356 2.37 
@ BPA1440004 Pushbutton 39M3352 6.60 @ PKG50B1/4 Round Shaft 6.35 mm 14mm 57F2370 2.22 
@ BP1532004 Pushbutton 42M1199 4.66 @ PKG70B1/4 Round Shaft 6.35 mm 18.8 mm 57F2371 5.15 
© 81048004 Toggle 12M5966 6.65 @ PKX-60B-1/4 Round Shaft 6.35 mm 20 mm 26F795 = 
@ B1532004 Toggle 22M4844 6.69 @ PKA50B1/4 Round Shaft 6.35 mm 20.2 mm 57F2357 1.24 
. @ PKG90B1/4 Round Shaft 6.35 mm 21.9mm 44F1944 4.15 
none [Price Each e PKA70B114 Round Shaft | 635mm 24.9 mm 57F2358 2.65 
Mfg. Part No. Description With Stock No. 1+ SE 
@ BPT1532004 |Boot, Pushbutton, Tyco Pushbutton Switches zamiia7 |__7.37 @ PKG100B1/4 Round Shaft_ | _ 6.35 mm 26.9 mm GUE 5.56 
thread size: 1/4 — 40, @ PKX-110B-1/4 Round Shaft 6.35 mm 34.8 mm 26F797 8.66 
15/32-32 @ PKAQOB1/4 Round Shaft 6.35 mm 34.9 mm 57F2359 4.93 
@ BPM1532004 | Boot, ; Pushbutton, | Tyco BPM Series Pushbutton Switches | 35M3621 8.12 Round Fluted Skirted with Indicator Line 
ee @ PKB70B1/4 Round Shaft 6.35 mm 28.3 mm 57F2341 3.92 
a © PKB9OB1/4 Round Shaft | 635mm | 381mm 57F2342 5.05 
Round Skirted with Indicator Arrow 
ALCOSWITCH COLOR CAPS FOR MPE & MPA SERIES © PKF50B1/8 Round Shaft | 3.175mm 17mm 57F 2424 4.26 
SWITCHES = TE Serrated with Top Side Indicator Line 
eal @ PK1100B1/4 Round Shaft 6.35 mm 178mm 57F2354 261 
ATUORIEED OETRIEUTOR Straight Knurled Skirted with Indicator Arrow 
Geesimpian @ PKD60B1/4 Round Shaft 6.35 mm 20.3 mm 57F2337 4.83 
Available @ PKD70B1/4 Round Shaft 6.35 mm 25.9 mm 57F2338 4.18 
@ PKS90B1/4 Round Shaft 6.35 mm 36.1 mm 57F2362 4.44 
Straight Knurled Skirted with Indicator Dot 
@ PK90B1/4 Round Shaft 6.35 mm 31.8mm 57F2336 2.02 
Straight Knurled Skirted with Indicator Line 
@ PKS1104B1/4 Round Shaft 6.35 mm 28.5 mm 57F2364 6.04 
Price Each @ PKS1106B1/4 Round Shaft 6.35 mm 29.7 mm 57F2366 5.16 
Mfg. Part No. Color Stock No. 1-94 Straight Knurled Skirted with Numbers 0-10 
@ 622004 Black 96K4424 0.49 @ PKD60B101/8 Round Shaft | 3.175mm | 203mm 57F2339 2.28 
© 623004 Black 01M5345 1.46 @ PKD70B101/4 Round Shaft 6.35 mm 25.9 mm 57F2340 3.76 
@ 622504 Green 298991 1.13 Straight Knurled Skirted with Numbers 0-9 
@ €23204 Red 10M9328 0.69 @ PKS1103B101/4 Round Shaft 6.35 mm 29.6 mm 57F2365 3.31 
PIM_4769 @ PKS1105B101/4 Round Shaft 6.35 mm 29.7 mm 57F2367 2.69 
——— ee ss Straight Knurled Skirted with Numbers 1-10 
=a @ PKS90B101/4 Round Shaft 6.35 mm 36.1 mm 57F2363 7.59 
Dev Kit HO Straight Knurled with Indicator Dot 
@ PK50B1/8 Round Shaft 3.175 mm 19mm 57F2333 1.48 
2 , @ PK50B1/4 Round Shaft 6.35 mm 19mm 57F2334 2.42 
Find the Newest Development Kits & @ PK70B1/4 Round Shaft_| 635mm 25 mm 57F2335 2.18 
Evaluation Boards from Top Suppliers ae 


newark.com/dev-kits 


PIM_5624787 
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ANODIZED ALUMINUM KNOBS 


RoHS. 
Compliant 
Available 
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ANODIZED ALUMINUM KNOBS (CONT.) 


aD 
= EF Shaft Shaft Knob Price Each 
car ae Mfg. Part No. Type Dia. Diameter Stock No. 1-9+ 
AUTHORIZED DISTRIBUTOR Straight Knurled with Indicator Line, Natural 
@ KLN700A1/4 Round Shaft 6.35 mm 18.8 mm 20F949 11.95 
@ KN700A1/4 Round Shaft 6.35 mm 19.1 mm 61F1178 9.07 
@ KN900BA1/4 Round Shaft 6.35 mm 24.1 mm 57F2300 8.72 
@ KN900A1/4 Round Shaft 6.35 mm 24.1 mm 61F1179 10.17 
@ KN900AB1/4 Round Shaft 6.35 mm 24.1 mm 61F1183 14.42 
@ KN1250A1/4 Round Shaft 6.35 mm 31.75 mm 61F1180 14.70 
ee Straight Knurled with Spinner, Black 
y @ KN1751BS1/4 Round Shaft 6.35 mm 44.5mm 57F2296 30.13 
v 3 Straight Knurled with Spinner, Natural 
@ KN1751AS1/4 Round Shaft 6.35 mm 44.5 mm 57F2295 = 
| Straight Knurled with Top Side Indicator Line, Black 
@ KLN500B1/8 Round Shaft 3.2mm 12.7mm 77B7781 4.57 
KLN KN-1751 KPN Straight Knurled with Top Side Indicator Line, Natural 
Mfg. part no. suffix = shaft diameter in inches. @ KLN500A1/8 Round Shaft 3.2mm 12.7 mm 77B7780 = 
Shaft Shaft Knob [Hie Ee) 
Mfg. Part No. Type Dia. Diameter Stock No. 1-9+ 
Fluted with Indicator Line, Black COMMAND SERIES BUTTON LENS SETS Speirs 
SKS TE Round Sha 2 fain aul SIEz2IS 120) For use with Command Series pushbutton switches or pilot lights. Lens Available = TE 
@ KS500B1/4 Round Shai 6.35 mm 12.7 mm 61F921 9.20 sets include, button, diffuser and cap. Stdaesieeld 
@ KS700B1/4 Round Sha 6.35 mm 19.1 mm 61F942 16.44 AUTHORIZED DISTRIBUTOR 
Fluted with Indicator Line, Natural Price Each 
@ KS500A1/8 Round Sha 3.2mm 12.7 mm 57F2272 10.89 Mfg. Part No. Color Stock No. “es 4 
@ KS500A1/4 Round Sha 6.35 mm 12.7 mm 61F920 15.35 Rectangular Configuration 
Round Knurled, Natural @ 6415 Green 46F3141 0.96 
@ KLN-900A-1/4 Round Sha 6.35 mm 23.8 mm 20F951 -— @ 6479 White 94F3306 1.48 
Round Knurled with Indicator Line, Black @ 6474 Yellow 46F3140 1.88 
@ KD500B1/8 Round Sha 3.2 mm 12.7 mm 57F2423 6.56 @ 6472 Red 46F3138 2.81 
@ KD700B1/4 Round Sha 6.35 mm 19.1 mm 57F2285 3.85 @ 6473 Orange 46F3139 0.93 
@ KD1250B1/4 Round Sha 6.35 mm 31.8 mm 57F2286 17.44 Round Configuration 
@ KD500B1/4 Round Sha 6.37 mm 12.7 mm 57F2284 6.21 @ 64E3 Orange 46F3149 2.90 
Round Knurled with Indicator Line, Natural @ 6464 Yellow 46F3150 2.30 
@ KD500A1/8 Round Sha‘ 3.2mm 12.7 mm 61F1172 10.87 @ 64E2 Red 46F3148 1.03 
@ KD500A1/4 Round Sha 6.35 mm 12.7 mm 61F1171 12.27 @ 64E5 Green 46F3151 4.06 
@ KD700A1/4 Round Shai 6.35 mm 19.1 mm 61F1173 9.21 @ G4E9 White 94F3301 1.68 
@ KD900A1/4 Round Sha 6.37 mm 23.9 mm 61F1174 9.03 Square Configuration 
Straight Knurled Skirted with Indicator Line, Black @ 6489 White 94F3303 4.25 
@ KFS400B1/8 Round Sha 3.2mm 9.65 mm 44F1941 2.85 @ 6482 Red 46F3143 1.95 
@ KN1251B1/4 Round Sha 6.35 mm 31.75 mm 57F2411 18.45 @ 6483 Orange 46F3144 3.63 
Straight Knurled with Bar Pointer and Indicator Line, Black @ 6485 Green 46F3146 1.70 
@ KPN500B1/8 Round Shai 3.2mm 12.7 mm 77B7812 14.55 @ 6484 Yellow 46F3145 4.25 
@ KPN500B1/4 Round Shai 6.35 mm 12.7 mm 57F2314 12.20 PIM 4701 
@ KPN700B1/4 Round Sha 6.35 mm 19.1 mm 57F2316 9.25 7 
e RENGOOEI ound Sha os mm 23.8 mm 57F2319 20.02 TILT AND G FORCE RoHS 
Straight Knurled with Bar Pointer and Indicator Line, Natural Compliant mEURAKOOL 
SWITCHES SoBe 
@ KPN500A1/4 Round Sha 6.35 mm 12.7 mm 57F2313 25.05 
@ KPN900A1/4 Round Sha 6.35 mm 23.8 mm 77B7815 = 
Straight Knurled with Indicator Arrow, Black | —f) 
@ KN501BA1/8 Round Sha 3.2mm 12.7 mm 57F2307 7.34 igse ae 
@ KNS501BA1/8 Round Sha 3.2mm 12.7 mm 57F2310 10.63 daoa 
@ KNS501BA1/4 Round Sha 6.35 mm 12.7 mm 57F2311 7.04 
@ KN501BA1/4 Round Sha 6.35 mm 12.7 mm 57F2418 8.55 
@ KNS701BA1/4 Round Sha 6.35 mm 19.1 mm 57F2312 13:97, 
Straight Knurled with Indicator Line, Black 
@ KN500B1/8 Round Sha 3.2mm 12.7 mm 57F2287 6.17 
@ KB500B1/8 Round Sha 3.2mm 12.7 mm 57F2323 10.90 4539 4770 
@ KB500B1/4 Round Sha 6.35 mm 12.7 mm 57F2419 14.14 Tilt and position switches provide long contact life and quiet, dependable performance. Sealed contacts are 
@ KN500B1/4 Round Sha‘ 6.35 mm 12.7 mm 57F2288 8.47 closed to external contaminants. Self renewing, liquid mercury contacts. A series switches “make” when the 
Ce xrsto0si@ | RoundShat_[635mn_[_ 167mm [ABS [0.05 _ Sotelo oz an ek ven ted sbve oz Aa specatons ae depen 
@ KLN700B1/4 Round Sha 6.35 mm 18.8 mm 20F950 7.51 insulated A1S and G5 switch. Tip-over switches are specified by the angle of travel away from the vertical 
@ KN700B1/4 Round Sha’ 6.35 mm 49.1mm 57F2289 11.07 required to make or break the contact. The opera ing angle designed for the installation must be larger than this 
© KN570081/4 Round hat [635mm [101mm | 572306 [14.80 Socrial mounting temina Mfg, part no, T03-1026 hes 4 male qullcconnec enter elec" mal 
@ KN700BA1/4 Round Sha 6.35 mm 19.1 mm 57F2413 14.44 180°. G Force switch has a 50 ohm contact resistance. 
@ KLN900B1/4 Round Sha 6.35 mm 23.8 mm 20F952 8.89 Beam Output Price Each 
@ KN900B1/4 Round Sha 6.35 mm 24.1 mm 57F2290 11.19 Mfg. Part No. Angle Current Stock No. 41-2+ 
@ KN1250B1/4 Round Sha 6.35 mm 31.75 mm 57F2292 17.63 Nickel, Tilt and Position Switches - Non Insulated 
@ KLN1250B1/4 Round Sha‘ 6.35 mm 31.8 mm 20F954 ee 4859 475: 99F5659 10.57 
@ KFS500B1/4 Round Sha 6.38 mm 15.7 mm 44F1942 11.23 Tilt and Position Switches - Insulated 
Straight Knurled with Indicator Line, Natural G10Z-003 9° 25A 90B2776 pales 
@ KN500A1/8 Round Sha 3.2mm 12.7 mm 61F1177 7.11 A1-003 15° 1A 93F2796 33.49 
@ KB500A1/8 Round Shai 3.2mm 12.7 mm 57F2321 15.18 A1/2-001 15° 1A 95F9636 53.07 
@ KN500A1/4 Round Sha 6.35 mm 12.7 mm 61F1176 7.01 
> CONTINUED > > CONTINUED > 


1072 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


TILT AND G FORCE SWITCHES (CONT.) 


SWITCHES & SENSORS 
SWITCHES — TILT 


PIC32 ACCESSORY DEVELOPMENT STARTER KIT FOR ANDROID (CONT.) 


Beam Output Price Each Price Each 
Mfg. Part No. Angle Current Stock No. 1-2+ Mfg. Part No. Stock No. ike 
Tilt and Position Switches - Non Insulated DM320412 7279151 211.88 
5002 15° 1A 82H9632 11.00 PIM_202214 
Tip Over and Motion Switches 
20176 45° 1.74 0106702 7.40 2.4 GHZ RZ USB STICK 
—_ af z 1A eztiB6z2 2126) The AVR RZUSBSTICK starter kit accelerates development, debugging, and A tf Y el 
4770 145 500mA 88F4572 11.15 demonstration for a wide range of low power wireless applications including 
Priceiench IEEE 802.15.4, GLoWPAN, and ZigBee networks. The kit includes one USB stick with a 2. Acree simp 
For Use |=" _ transceiver and a USB connector. The included AT86RF230 transceiver's high sensitivity Available 
Mfg. Part No. Type With Stock No.| — 1-1-2+ supports the longest range for wireless products. The AT90USB1287 incorporates fast USB 
@ 2023 Insulated Switch Mounting Clip | A1-002, A1-003, G10Z-001 Tilt) 93F2797 4.56 On-the-Go. 
—____||____________|_____Switches_ as Price Each 
@ 0122 Insulated Switch Mounting Clip | A1-002, A1-003, G1 0Z-003, A1- | 90B7560 ea Mfg. Part No. Stock No. haa 
001 Tilt Switches 
@ ATAVRRZUSBSTICK 6872081 — 
PIM_4007 
PIM_197955 
TILT SWITCH MOTION SENSORS 
CO MUS _ ADAM SAFETY SENSOR UNIT 


© Mercury free 


@ Make / break angle: +10° / -°10 from horizontal "Pe COMUS 
© Contact form dependent on mounting 
© Hermetically sealed and inert gas-filled at . 
© Tin-plated case material pomp 
Beam Switching Output Price Each 
Mfg. Part No. Angle Voltage Current Stock No. 1-499+ 
Metal 
@ AU2401-1 60° 24VAC 20mA 73R7786 3.26 
@ AU2400-1 60° 24VDC 25mA 73R7785 4.67 
Tin 
@ CW1300-1 15° 60VAC 250mA 2772692 3.01 
PIM_178386 


TILT SWITCHES — NON-MERCURY CONTACT a 
~9<“COMUS 


. International 


Fig. 1 Fig. 2 


@ ABS case material © Differential angle must be considered when 


AL ED ED 
FPARDED 


Eva actuator for use with Adam sensors in the Eden sensor system, IP67, yellow, 4pcs of DA2 spacer rings 
are included. 


Sensing Supply [Price Each 
Mfg. Part No. Range Current Stock No. 1-9+ 
Cable 
2TLA020046R0000 15mm 45mA 661661 = 
PIM_5542810 


CYLINDRICAL INDUCTIVE PROXIMITY SENSORS 


Autonics 


Sensors & Controllers 


RoHS — 
Compliant 
Available 


PRCM30 


PRCM12, PRCM18 


@ Improved noise resistance with dedicated IC 
DC 3-wire 
@ Reverse power polarity, surge, overcurrent protec- 


© Long life cycle and reliable simple operation 
© Connector types shorten maintenance time 
@ Red LED status indication 


© Switches operate when tilted from the horizontal designing a tilt switch 2 : tion (Except PRO8 Series) © |P67 rated waterproof structure (IEC standard) 
position @ When in the horizontal position the switch contact - 
© Switch movement required to cause contact may be open or closed Sensing Price Each 
change is called the differential angle Mfg. Part No. Range Output Stock No. i+ 
Beam Switching Output Price Each M12, 2 m Cable 
Mfg. Part No. Angle Voltage Current Stock No. 1-499+ @ PR12-2DN 2mm NPN 10R6730 35.00 
ABS (Acrylonitrile Butadiene Styrene) @ PR12-2DP 2mm PNP 10R6731 35.00 
@ PD5005-7TC 15° 280VAC 2.5A 73R7796 40.97 @ PR12-2A0 2mm SPST-NO 10R6729 46.00 
@ PD5009 30° 18VDC 10A 73R7797 65.89 @ PR12-2AC 2.2mm SPST-NC 2272692 46.00 
Metal @ PR12-4DN 4mm NPN 10R6733 35.00 
@ PD6010 10° 40VDC 20A 73R7798 41.98 @ PR12-4DP 4mm PNP 10R6734 35.00 
PIM_178378 @ PR12-4A0 4mm SPST-NO 10R6732 53.00 
@ PR12-4AC 4.4mm SPST-NC 2272693 53.00 
PIC32 ACCESSORY DEVELOPMENT STARTER KIT @@ ny mia mu Connesor ; = aaa 
FOR ANDROID ICROCHIP PRCM12-2DN mm 6 46.00 
Features = PRCM12-2DP. 2mm PNP 10R6711 46.00 
© PIC32 PIC® MCU with USB OTG : PRCM12-2AC. 2.2mm SPST-NC 2272667 = 
ee eee PRCM12-2A0 2.2mm SPST-NO 2272668 52.00 
@ |/O expansion board PRCM12-4DN 4mm NPN 10R6713 46.00 
© On-board programming/debugging PRCM12-4DP 4mm PNP 10R6714 46.00 
Kit contents : 4 SPST-NO 10R6712 
© PIC32 USB Starter Kit Il (0M320003-2) EROMIZS AO) mn 5200 
@ PIC32 1/0 Expansion Board (DM320002) Royalty Free, No Fee Licensed Software Library PRCM12-4AC 4.4mm SPST-NC 2272669 52.00 
© 9V Power Supply (AC002014) M18, 2 m Cable 
PIC32 Accessory Development Start Kit for Android™ is used for evaluating and developing accessories for @ PR18-5DN 5mm NPN 40R6736 32.00 
Google's Android operating system for smartphones and tablets. @ PR18-5DP emi PNP 10R6737 32.00 
> CONTINUED > > CONTINUED > 
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SENSORS — PROXIMITY 


CYLINDRICAL INDUCTIVE PROXIMITY SENSORS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


CAPACITIVE PROXIMITY SENSORS 


Sensing | [Price Each cnn 
Mfg. Part No. Range Output Stock No. 1+ V 
M18, 2 m Cable 
@ PR18-5AO 5mm SPST-NO 10R6735 43.00 C € 
@ PR18-5AC 5.5mm SPST-NC 2272694 43.00 
@ PR18-8DN 8mm NPN 10R6738 32.00 ie x. 
@ PR18-8DP 8mm PNP 10R6739 32.00 ed RoHS 
@ PR18-8AC 8.8mm SPST-NC 69R7947 43.00 SEB 
@ PR18-8AO 8.8mm SPST-NO 82R4247 43.00 © 4th Generation TRIPLESHIELDTM © Rated operational voltage: 10-40 
M18, M12 Connector ; oa a ee and reverse e icp indications for Power Supply, Output and 
PRCM18-5DN 5mm NPN 10R6715 45.00 polarity Stability 
PRCM18-5DP 5mm PNP 10R6716 45.00 @ Dust and humidity compensation @ |P67, IP69K, Nema 1, 2, 4, 4X, 5, 6, 6P, 12 
PRCM18-5AC 55mm SPST.NG 2272670 56.00 @ Dust or Temperature alarm output @ Cable and M12 connector versions available 
PROMTS-5A0 Soom {| 6°S7N0 (a 7S CNECR/ C2500 caoatvn oa oes ek on nse none TRL ESL 
PRCM18-8DN 8.8mm NPN 2272674 45.00 especially to frequency drives. Not only does 4th Generation TRIPLESHIELDTM feature increased EMI 
PRCM18-8DP 8.8mm PNP 2272675 45.00 immunity, but it also increases the immunity to humidity and dust. The implementation of stability indication 
PRCMI6-8AC 8.8mm SPSTANC zaTaeT2 [56.00 {Ee The sens dstance is nereased by 25% alowng rom for addfonal stable detedion, The sensor 
PRCM18-8AO 8.8mm SPST-NO 2272673 56.00 housing is approved by ECOLAB for cleaning and disinfection agents. 
M30, 2 m Cable Sensing Supply Voltage Price Each 
@ PR30-10DN 1imm NPN 2272697 37.00 Mfg. Part No. Range Output Dc Stock No. 1+ 
@ PR30-10DP 11mm PNP 2272698 37.00 NPN Output, Cable Termination, 18mm Housing 
@ PR30-10AC 11mm SPST-NC 2272695 46.00 @ CA18CAFO8NA 8mm NPN 10-40V 45Y0730 166.25 
@ PR30-10A0 11mm SPST-NO 2272696 46.00 @ CA18CAN12NA 12mm NPN 10-40V 45Y0738 160.55 
@ PR30-15DN 16.5mm NPN 2272701 37.00 NPN Output, Cable Termination, 30mm Housing 
@ PR30-15DP 16.5mm PNP 2272702 37.00 CA30CAN25NA 25mm NPN 10-40V 45Y0746 248.45 
@ PR30-15AC 16.5mm SPST-NC 2272699 46.00 NPN Output, M12 Plug Termination, 30mm Housing 
@ PR30-15A0 16.5mm SPST-NO 2272700 46.00 CA30CAN25NAM1 25mm NPN 10-40V 45Y0747 267.49 
M30, M12 Connector PNP Output, Cable Termination, 18mm Housing 
PRCM30-10DN 11mm NPN 2272678 50.00 @ CA18CAFO8PA 8mm PNP 10-40V 45Y0732 166.25 
PRCM30-10DP 11mm PNP 2272679 50.00 @ CA18CAN12PA 12mm PNP 10-40V 45Y0740 169.00 
PRCM30-10AC. 1imm SPST-NC 2272676 61.00 PNP Output, Cable Termination, 30mm Housing 
PRCM30-10AO 11mm SPST-NO 2272677 61.00 CA30CAN25PA 25mm PNP 10-40V 45Y0748 247.95 
PRCM30-15DN 16.5mm NPN 2272681 50.00 PNP Output, M12 Plug Termination, 30mm Housing 
PRCM30-15DP 16.5mm PNP 2272682 50.00 CA30CAN25PAM1 25mm PNP 10-40V 45Y0749 281.00 
PRCM30-15AC 16.5mm SPST-NC 2272680 —_ PIM_5465848 
PRCM30-15A0 16.5mm SPST-NO 84R8834 61.00 
M8, 2m Cable INDUCTIVE PROXIMITY SENSORS E Te 
@ PROB-1.5DN 1.5mm NPN HORGIZS slit © 360° LED indicator = 
@ PRO8-1.5DP 1.5mm PNP 10R6726 41.00 © Stainless steel tube 
@ PR08-2DN 2mm NPN 10R6727 41.00 © Short-circuit protection C € 
@ PRO8-2DP mm PNP 10R6728 41.00 e Durable laser-engraved label ® 
a lean @ Available in cable and micro-con- a us 


ELECTRIC CAPACITIVE PROXIMITY SENSORS 


Autonics 


Sensors & Controllers 


RoHS 
Compliant 
Available 


CR18 


@ Able to detect iron, metal, plastic, water, stone, 
wood, etc. 


@ Easy to adjust the sensing distance with sensitivity 
adjuster 


@ Long life cycle and high reliability @ Red LED status indication 
@ Reverse power polarity, surge, overcurrent @ Easy to control of level and position 
protection 
Sensing Supply Voltage | Price Each 
Mfg. Part No. Range Output DC Stock No. i+ 
Normally Closed, 2 Wire 
@ CR18-8AC. 8mm Current 10R6704 87.00 
@ CR30-15AC 15mm Current 10R6707 87.00 
Normally Open, 2 Wire 
@ CR18-8A0 8mm Current 10R6705 87.00 
@ CR30-15A0 15mm Current 10R6708 87.00 
PNP, 3 Wire 
@ CR18-8DP 8mm PNP 12-24V 10R6706 75.00 
@ CR30-15DP 15mm Current 12-24V 10R6709 75.00 
PIM_148689 


nector styles 
© General Purpose: 10-30 VDC op- 
erating voltage, High Performance: 
10-48 VDC 
The E57G General Purpose series is 
designed for most standard inductive 
sensing needs and is an_ ideal 
cost-effective solution. For sensing applications requiring more demanding specifications, the E57P High 
Performance series incorporates premium features without the 


premium price. For demanding sensing applications in areas too small for standard length units, the E57PS 
Performance Short Body series is an ideal solution as it incorporates the premium features of the E57P series 
but in a shorter body length. 
Sensing Price Each 
Mfg. Part No. Range Output Stock No. 1-4+ 
General Purpose, 12mm, Connector, Shielded 
@ E57G-12SNC2-Q 2mm NPN / SPST-NC 45Y9945 120.69 
@ E57G-12SNN2-Q 2mm NPN / SPST-NO 45Y9947 118.31 
@ E57G-12SPC2-Q 2mm PNP / SPST-NC 45Y9949 130.03 
@ E57G-12SPN2-Q 2mm PNP / SPST-NO 45Y9951 127.28 
General Purpose, 12mm, Connector, Unshielded 
@ E57G-12UNC4-Q 4mm NPN / SPST-NC 45Y9953 120.68 
@ E57G-12UNN4-Q 4mm NPN / SPST-NO 45Y9955 120.68 
@ E57G-12UPC4-Q 4mm PNP / SPST-NC 45Y9957 120.68 
@ E57G-12UPN4-Q 4mm PNP / SPST-NO 45Y9959 122.81 
General Purpose, 12mm, Pre-wired, Shielded 
@ E57G-12SNC2-C2 2mm NPN / SPST-NC 45Y9944 120.68 
@ E57G-12SNN2-C2 2mm NPN / SPST-NO 45Y9946 118.31 
@ E57G-12SPC2-C2 2mm PNP / SPST-NC 45Y9948 120.68 
@ E57G-12SPN2-C2 2mm PNP / SPST-NO 45Y9950 130.00 
General Purpose, 12mm, Pre-wired, Unshielded 
@ E57G-12UNC4-C2 4mm NPN / SPST-NC 45Y9952 118.31 
@ E57G-12UNN4-C2 4mm NPN / SPST-NO 45Y9954 118.31 
@ E57G-12UPC4-C2 4mm PNP / SPST-NC 45Y9956 120.68 
@ E57G-12UPN4-C2 4mm PNP / SPST-NO 45Y9958 118.90 
> CONTINUED > 
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INDUCTIVE PROXIMITY SENSORS (CONT.) 


Sensing Price Each Sensing Price Each 
Mfg. Part No. Range Output Stock No. 1-4+ Mfg. Part No. Range Output Stock No. 1-4+ 
General Purpose, 18mm, Connector, Shielded High Performance, 18mm, Pre-wired, Shielded 
@ E57G-18SNC5-Q 5mm NPN / SPST-NC 45Y9962 120.68 @ E57P-18SNC8-C2 8mm NPN / SPST-NC 46Y0010 196.72 
@ E57G-18SNN5-Q 5mm NPN / SPST-NO 45Y9964 118.31 @ E57P-18SNN8-C2 8mm NPN / SPST-NO 46Y0012 200.65 
@ E57G-18SPC5-Q 5mm PNP / SPST-NC 45Y9966 120.68 @ E57P-18SPC8-C2 8mm PNP / SPST-NC 46Y0014 221.90 
@ E57G-18SPN5-Q 5mm PNP / SPST-NO 45Y9968 118.30 @ E57P-18SPN8-C2 8mm PNP / SPST-NO 46Y0016 221.90 
General Purpose, 18mm, Connector, Unshielded High Performance, 18mm, Pre-wired, Unshielded 
@ £57G-18UNC8-Q 8mm NPN / SPST-NC 45Y9970 120.68 @ E57P-18UNC12-C2 12mm NPN / SPST-NC 46Y0018 196.72 
@ £57G-18UNN8-Q 8mm NPN / SPST-NO 45Y9972 120.68 @ E57P-18UNN12-C2 12mm NPN / SPST-NO 46Y0020 200.65 
@ £57G-18UPC8-Q 8mm PNP / SPST-NC 45Y9974 120.68 @ E57P-18UPC12-C2 12mm PNP / SPST-NC 46Y0022 221.90 
@ E57G-18UPN8-Q 8mm PNP / SPST-NO 45Y9976 118.31 @ E57P-18UPN12-C2 12mm PNP / SPST-NO 46Y0024 234.20 
General Purpose, 18mm, Pre-wired, Shielded High Performance, 30mm, Connector, Shielded 
@ E57G-18SNC5-C2 5mm NPN / SPST-NC 45Y9961 118.31 @ £57P-30SNC15-Q 15mm NPN / SPST-NC 46Y0027 228.38 
@ E57G-18SNN5-C2 5mm NPN / SPST-NO 45Y9963 120.68 @ E57P-30SNN15-Q 15mm NPN / SPST-NO 46Y0029 200.65 
@ E57G-18SPC5-C2 5mm PNP / SPST-NC 45Y9965 63.85 @ E57P-30SPC15-Q 15mm PNP / SPST-NC 46Y0031 221.90 
@ E57G-18SPN5-C2 5mm PNP / SPST-NO 45Y9967 126.61 @ E57P-30SPN15-Q 15mm PNP / SPST-NO 460033 221.90 
General Purpose, 18mm, Pre-wired, Unshielded High Performance, 30mm, Connector, Unshielded 
@ E57G-18UNC8-C2 8mm NPN / SPST-NC 45Y9969 120.68 @ E57P-30UNC22-Q 22mm NPN / SPST-NC 46Y0035 200.65 
@ E57G-18UNN8-C2 8mm NPN / SPST-NO 45Y9971 120.68 @ E57P-30UNN22-Q 22mm NPN / SPST-NO 46Y0037 200.65 
@ E57G-18UPC8-C2 8mm PNP / SPST-NC 45Y9973 127.28 @ E57P-30UPC22-Q 22mm PNP / SPST-NC 46Y0039 221.90 
@ E57G-18UPN8-C2 8mm PNP / SPST-NO 45Y9975 125.46 @ E57P-30UPN22-Q 22mm PNP / SPST-NO 46Y0041 234.20 
General Purpose, 30mm, Connector, Shielded High Performance, 30mm, Pre-wired, Shielded 
@ E57G-30SNC10-Q 10mm NPN / SPST-NC 45Y9978 120.68 @ E57P-30SNC15-C2 15mm NPN / SPST-NC 46Y0026 200.65 
@ E57G-30SNN10-Q 10mm NPN / SPST-NO 45Y9980 120.69 @ E57P-30SNN15-C2 15mm NPN / SPST-NO 46Y0028 200.65 
@ E57G-30SPC10-Q 10mm PNP / SPST-NC 45Y9982 120.68 @ E57P-30SPC15-C2 15mm PNP / SPST-NC 46Y0030 217.57 
@ E57G-30SPN10-Q 10mm PNP / SPST-NO 45Y9984 120.11 @ E57P-30SPN15-C2 15mm PNP / SPST-NO 46Y0032 221.90 
General Purpose, 30mm, Connector, Unshielded High Performance, 30mm, Pre-wired, Unshielded 
@ E57G-30UNC15-Q 15mm NPN / SPST-NC 45Y9986 120.68 @ E57P-30UNC22-C2 22mm NPN / SPST-NC 46Y0034 200.65 
@ E57G-30UNN15-Q 15mm NPN / SPST-NO 45Y9988 120.68 @ E57P-30UNN22-C2 22mm NPN / SPST-NO 46Y0036 200.65 
@ E57G-30UPC15-Q 15mm PNP / SPST-NC 45Y9990 120.68 @ E57P-30UPC22-C2 22mm PNP / SPST-NC 46Y0038 221.90 
@ E57G-30UPN15-Q 15mm PNP / SPST-NO 45Y9992 120.11 @ E57P-30UPN22-C2 22mm PNP / SPST-NO 46Y0040 219.13 
General Purpose, 30mm, Pre-wired, Shielded High Performance, Short Body, 12mm, Connector, Shielded 
@ E57G-30SNC10-C2 10mm NPN / SPST-NC 45Y9977 120.68 @ E57PS-12SNN2-Q 2mm NPN / SPST-NO 46Y0043 208.51 
@ E57G-30SNN10-C2 10mm NPN / SPST-NO 45Y9979 120.68 @ E57PS-12SPC2-Q 2mm PNP / SPST-NC 46Y0045 221.90 
@ E57G-30SPC10-C2 10mm PNP / SPST-NC 45Y9981 120.68 @ E57PS-12SPN2-Q 2mm PNP / SPST-NO 46Y0047 221.90 
@ E57G-30SPN10-C2 10mm PNP / SPST-NO 4579983 130.03 High Performance, Short Body, 12mm, Connector, Unshielded 
General Purpose, 30mm, Pre-wired, Unshielded @ E57PS-12UNC4-Q 4mm NPN / SPST-NC 46Y0049 200.65 
@ E57G-30UNC15-C2 15mm NPN / SPST-NC 45Y9985 120.68 @ E57PS-12UNN4-Q 4mm NPN / SPST-NO 46Y0051 200.65 
@ E57G-30UNN15-C2 15mm NPN / SPST-NO 45Y9987 120.68 @ E57PS-12UPC4-Q 4mm PNP / SPST-NC 46Y0053 221.90 
@ E57G-30UPC15-C2 15mm PNP / SPST-NC 45Y9989 120.68 @ E57PS-12UPN4-Q 4mm PNP / SPST-NO 46Y0055 221.90 
@ E57G-30UPN15-C2 15mm PNP / SPST-NO 45Y9991 120.68 High Performance, Short Body, 12mm, Pre-wired, Shielded 
High Performance, 12mm, Connector, Shielded @ E57PS-12SNN2-C2 2mm NPN / SPST-NO 46Y0042 200.65 
@ E57P-12SNC4-Q 4mm NPN / SPST-NC 45Y9994 200.65 @ E57PS-12SPC2-C2 2mm PNP / SPST-NC. 46Y0044 221.90 
@ £57P-12SNN4-Q 4mm NPN / SPST-NO 45Y9996 200.65 @ E57PS-12SPN2-C2 2mm PNP / SPST-NO 46Y0046 221.90 
@ E57P-12SPC4-Q 4mm PNP / SPST-NC 45Y9998 221.90 High Performance, Short Body, 12mm, Pre-wired, Unshielded 
@ E57P-12SPN4-Q 4mm PNP / SPST-NO 46Y0001 221.90 @ E57PS-12UNC4-C2 4mm NPN / SPST-NC 46Y0048 200.65 
High Performance, 12mm, Connector, Unshielded @ E57PS-12UNN4-C2 4mm NPN / SPST-NO 46Y0050 200.65 
@ £57P-12UNC8-Q 8mm NPN / SPST-NC 46Y0003 200.65 @ E57PS-12UPC4-C2 4mm PNP / SPST-NC 46Y0052 221.90 
@ E57P-12UNN8-Q 8mm NPN / SPST-NO 46Y0005 200.65 @ E57PS-12UPN4-C2 4mm PNP / SPST-NO 46Y0054 221.90 
@ £57P-12UPC8-Q 8mm PNP / SPST-NC 46Y0007 221.90 High Performance, Short Body, 18mm, Connector, Shielded 
@ E57P-12UPN8-Q 8mm PNP / SPST-NO 46Y0009 219.13 @ E57PS-18SNC5-Q 5mm NPN / SPST-NC 46Y0057 200.65 
High Performance, 12mm, Pre-wired, Shielded @ E57PS-18SPC5-Q 5mm PNP / SPST-NC 46Y0060 221.90 
@ E57P-12SNC4-C2 4mm NPN / SPST-NC 45Y9993 200.65 @ E57PS-18SPN5-Q 5mm PNP / SPST-NO 46Y0062 219.13 
@ £57P-12SNN4-C2 4mm NPN / SPST-NO 45Y9995 200.65 High Performance, Short Body, 18mm, Connector, Unshielded 
@ E57P-12SPC4-C2 4mm PNP / SPST-NC 45Y9997 221.90 @ E57PS-18UNC8-Q 8mm NPN / SPST-NC 46Y0064 200.65 
@ E57P-12SPN4-C2 4mm PNP / SPST-NO 45Y9999 221.90 @ E57PS-18UNN8-Q 8mm NPN / SPST-NO 46Y0066 200.65 
High Performance, 12mm, Pre-wired, Unshielded @ E57PS-18UPC8-Q 8mm PNP / SPST-NC 46Y0068 221.90 
@ E57P-12UNC8-C2 8mm NPN / SPST-NC 46Y0002 200.65 @ E57PS-18UPN8-Q 8mm PNP / SPST-NO 46Y0070 234.28 
@ E57P-12UNN8-C2 8mm NPN / SPST-NO 46Y0004 200.65 High Performance, Short Body, 18mm, Pre-wired, Shielded 
@ E57P-12UPC8-C2 8mm PNP / SPST-NC 46Y0006 221.90 @ E57PS-18SNC5-C2 5mm NPN / SPST-NC 46Y0056 200.65 
@ E57P-12UPN8-C2 8mm PNP / SPST-NO 46Y0008 221.90 @ E57PS-18SNN5-C2 5mm NPN / SPST-NO 46Y0058 196.72 
High Performance, 18mm, Connector, Shielded @ £57PS-18SPC5-C2 5mm PNP / SPST-NC 46Y0059 221.90 
@ E57P-18SNC8-Q 8mm NPN / SPST-NC 46Y0011 196.72 @ E57PS-18SPN5-C2 5mm PNP / SPST-NO 46Y0061 221.90 
@ £57P-18SNN8-Q 8mm NPN / SPST-NO 46Y0013 200.63 High Performance, Short Body, 18mm, Pre-wired, Unshielded 
@ E57P-18SPC8-Q 8mm PNP / SPST-NC 46Y0015 221.90 @ E57PS-18UNC8-C2 8mm NPN / SPST-NC 46Y0063 196.72 
@ E57P-18SPN8-Q 8mm PNP / SPST-NO 46Y0017 221.90 @ E57PS-18UNN8-C2 8mm NPN / SPST-NO 46Y0065 200.65 
High Performance, 18mm, Connector, Unshielded @ £57PS-18UPC8-C2 8mm PNP / SPST-NC 46Y0067 221.90 
@ E57P-18UNC12-Q 12mm NPN / SPST-NC 46Y0019 200.65 @ E57PS-18UPN8-C2 8mm PNP / SPST-NO 46Y0069 219.13 
@ E57P-18UNN12-Q 12mm NPN / SPST-NO 46Y0021 200.65 High Performance, Short Body, 30mm, Connector, Shielded 
@ E57P-18UPC12-Q 12mm PNP / SPST-NC 46Y0023 221.90 @ E57PS-30SNC10-Q 10mm NPN / SPST-NC 46Y0072 200.65 
@ E57P-18UPN12-Q 12mm PNP / SPST-NO 46Y0025 221.90 @ E57PS-30SNN10-Q 10mm NPN / SPST-NO 46Y0074 196.72 
@ E57PS-30SPC10-Q 10mm PNP / SPST-NC. 46Y0076 221.90 
@ E57PS-30SPN10-Q 10mm PNP / SPST-NO 46Y0078 221.90 
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SWITCHES & SENSORS 
SENSORS — PROXIMITY 


INDUCTIVE PROXIMITY SENSORS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MAGNETIC PROXIMITY SENSORS (CONT.) 


Sensing [Price Each _ Sensing Supply Price Each 
Mfg. Part No. Range Output Stock No. 1-4+ Mfg. Part No. Range Current Stock No. 1-9+ 
High Performance, Short Body, 30mm, Connector, Unshielded SPST-NO 

@ E57PS-30UNC15-Q 15mm NPN / SPST-NC 46Y0080 196.72 @ 59010-1-T-02-F 4.5mm 350mA 34M0786 12.39 

@ E57PS-30UNN15-Q 15mm NPN / SPST-NO 46Y0082 196.72 @ 59010-1-S-02-A 6mm 350mA 89K7537 — 
@ E57PS-30UPC15-Q 15mm PNP / SPST-NC 46Y0084 221.90 @ 59010-1-S-02-F 6mm 350mA 34M0785 6.63 
@ E57PS-30UPN15-Q 15mm PNP / SPST-NO 46Y0086 221.90 59021-1-S-02-A 6mm 500mA 34M0793 15.79 
High Performance, Short Body, 30mm, Pre-wired, Shielded @ 59065-1-T-02-E 7mm 500mA 4576776 3.61 
@ E57PS-30SNC10-C2 10mm NPN / SPST-NC 46Y0071 200.65 @ 59075-1-U-03-A 19mm 250mA 90R7508 15.39 
@ E57PS-30SNN10-C2 10mm NPN / SPST-NO 46Y0073 200.65 @ 59050-010 19.05mm 500mA 89F1394 0.83 
@ E57PS-30SPC10-C2 10mm PNP / SPST-NC 46Y0075 221.90 @ 59065-010 20.32mm 500mA 05M4565 4.37 
@ E57PS-30SPN10-C2 10mm PNP / SPST-NO 46Y0077 221.90 @ 59145-010 20.32mm 500mA 05M4584 2.31 
High Performance, Short Body, 30mm, Pre-wired, Unshielded @ 59150-010 20.32mm 500mA 17M8454 2.31 
@ E57PS-30UNC15-C2 15mm NPN / SPST-NC 46Y0079 196.72 @ 59140-010 20.32mm 500mA 05M4580 3.44 
@ E57PS-30UNN15-C2 15mm NPN / SPST-NO 46Y0081 200.65 @ 59025-1-T-02-F 20.32mm 500mA 05M4561 3.36 
@ E57PS-30UPC15-C2 15mm PNP / SPST-NC 46Y0083 221.90 @ 59025-020 20.32mm 500mA 05M4562 3.59 
@ E57PS-30UPN15-C2 15mm PNP / SPST-NO 46Y0085 221.90 @ 59070-010 20.32mm 500mA 05M4567 4.37 
PIM_5465849 @ 59070-020 20.32mm 500mA 05M4568 3.06 
@ 59125-010 20.32mm 500mA 05M4575 3.68 
MAGNETIC PROXIMITY SENSORS . ; @ 59140-020 20.32mm 500mA 05M4581 3.73 
os oe 4 Littelfuse @ 59145-020 20.32mm 500mA 05M4585 2.51 
. @ 59065-020 20.32mm 500mA 19M8515 4.66 
7 @ 59135-010 29.21mm 500mA 05M4577 5.87 

PIM_5217 


oS 
MY U¢ oe 


59070 59085 
59125 


59135 


RoHS _ 
Compliant 
Available 


OG 

RECOMMENDED ACTIVATING POSITIONS 

Sensor contacts are activated by an approaching magnetic actuator or selected magnet and released as it is 
withdrawn. Sensors are connected in series with the load. No additional power is required for operation. They 
are unaffected by any non-ferrous material placed between sensor and actuator. Contacts are hermetically 
sealed for protection from hostile environments. Operating Characteristics: Typical operate time: 1ms. Operation 
and storage temperature: -40°C to +105°C. Shock without false operation: 50G’s 11ms, 1/2 sine wave. Typical 
life @ 5Vdc, 10 ma. 50x106. 59150 series are identical to 59145 series except leads exit from opposite ends 
of package. Notes: 59085 series contains both sensor and magnet. Actuation is obtained by inserting a ferrous 
vane between them. Operate and release positions depend on thickness of vane. (See position B.) 59050 


@ Initial contact resistance: 0.2000 

© Typical operating time: 1.00ms 

© Operating and storage temperature: -40°C to 
+105°C 


@ Shock without misoperation: 
100Gs, 11ms, 1/2 sine wave 

© 57145//57150 actuators sold 
separately 


series PINS 0.0185D x 0.130°L, 0.8” spacing. 59125 series terminals 0.025”, 0.240°L, 0.100" spacing. Mfg. 
part no. 59135-12” Flying leads, 20 AWG, 19 x 32 teflon-insulat. 200°C, 300V, UL 1180. All others-12” Flying 
leads, 24 AWG, 7/32 PVC, 105°C, UL 1430 or UL 1569, 59135 Series CSA certified. 59030 and 59050 series 
are not UL listed. 
Sensing Supply Price Each 
Mfg. Part No. Range Current Stock No. 1-9+ 
Panel Mount, SPST-NC 
@ 59085-040 500mA 05M4572 8.02 
Panel Mount, SPST-NO 
@ 59085-010 6.35mm 250mA 05M4570 10.49 
@ 59135-020 29.21mm 500mA 05M4578 4.81 
SMD, SPST-NO 
@ 59165-1-U-00-C Smm 500mA 34M1107 1.28 
@ 59165-1-T-00-C 6.5mm 500mA 34M1104 1.07 
@ 59170-1-S-00-C 7.5mm 500mA 89K7541 1.25 
@ 59165-1-S-00-C 7.5mm 500mA 34M1101 1.07 
SPDT 
@ 59050-030 19.05mm 250mA 50F7991 3.02 
@ 59065-030 20.32mm 250mA 11M1788 3.27 
@ 59140-030 20.32mm 250mA 05M4582 3.99 
@ 59070-030 20.32mm 250mA 05M4569 6.68 
@ 59145-030 20.32mm 250mA 05M4586 5.36 
@ 59150-030 20.32mm 250mA 05M4589 4.14 
@ 59025-030 20.32mm 250mA 17M8453 5.50 
@ 59135-030 29.21mm 250mA 10M9205 8.68 
SPST-NC 
@ 59025-040 20.32mm 250mA 05M4563 4.95 
@ 59145-040 20.32mm 250mA 05M4587 4.95 
@ 59065-040 20.32mm 250mA 05M4566 4.66 
@ 59140-040 20.32mm 250mA 05M4583 5.01 
> CONTINUED > 


E2K-F FLAT-PACK CAPACITIVE PROXIMITY SENSORS om RON 


AUTOMATION & SAFETY 
RoHS — 
Compliant 
Available 


@ 10mm (0.39”) plastic body is ideal for conveyor 
wall mounting 

© Unshielded sensor has LED indicator and fixed 
sensitivity for simple installation 


@ Flat-pack, thin rectangular plastic DC sensor fits 
space-confined installations 

® Non-contact detection of metallic and non-metallic 
targets including water, oil, glass, plastic and wood 

® Detect level inside non-metallic containers 


Built-in DC amplifier provides NPN switching of loads up to 100mA. Supply voltage: 10-30VDC. Prewired with 
2m 3-conductor cable. Enclosure ratings include IEC IP66, NEMA 1, 4, 12 and 13. 
Sensing Supply Voltage Price Each 
Mfg. Part No. Range Output DC Stock No. 1-4+ 

Rectangular, Normally Closed 

@ E2K-F10MC2 10mm NPN 10-30V 38B202 188.14 
Rectangular, Normally Open 

@ E2K-F10MC1 10mm NPN 10-30V 27M2369 90.85 
PIM_90316 


TL-W SUBMINIATURE, FLAT-PACK PROXIMITY 
SENSORS 


Fit tight spaces as small as 0.39” x 1.06” (10mm x 27mm). 
Watertight construction conforms to IEC enclosure type 
IP67classification. Ideal for conveyor mounting. Mount directly 
onto metal base or rail. Rugged, low-profile plastic housing. 
Prewired with 2m (6.56’) cable length. Mounting bracket included. 
Inductive, 3-wire DC, 10-30VDC supply, 100mA switching, 
unshielded. PNP output models also available; go online or call. 
UL registered, CSA certified, CE compliant. 


OMRON 


AUTOMATION & SAFETY 


RoHS — 

Compliant 

Available 
Wig 


Sensing Price Each 
Mfg. Part No. Range Output Stock No. 1-9+ 
@ TL-W1R5MC1 1.5mm NPN 88K2005 106.71 
@ TL-W3MC1 3mm NPN 52F4280 67.89 
@ TL-W3MB1 3mm PNP 38B1181 112.89 
@ TL-W5MC1 5mm NPN 27M2898 96.27 
@ TL-W5MB1 Smm PNP 27M2897 96.27 
PIM_51877 


SHORT BODY INDUCTIVE PROXIMITY SENSORS 


OMRON 


AUTOMATION & SAFETY 


WG 
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SENSORS — PROXIMITY 


SHORT BODY INDUCTIVE PROXIMITY SENSORS (CONT.) CAPACITIVE PROXIMITY SENSORS (CONT.) 
E2E proximity sensors detect ferrous metal objects. Packaged in threaded, cylindrical nickel-plated housing. : Price Each 
All are shielded for reliable sensing even when mounted near metal housings. All feature operation indicators Sensing Supply Voltage ——— 
include mounting nuts. Rated NEMA 1, 4, 6, 12, 13 and IP67. Mounting accessories and protective silicone Mfg. Part No. Range Output pc Stock No. ile 
covers are also available; go online or call. Cylindrical, Standard Version 
Input voltage: 24-240VAC, switching to 300mA. Prewired with 6.5 feet (2 meters) cable. UL recognized. @ E2K-X15ME1 45mm NPN/SPST-NO 40-30V 27M2370 24171 
Sensing Price Each @ E2K-X15MF1 15mm PNP/SPST-NO 10-30V 38B204 241.71 
Mfg. Part No. Range Output Stock No. 1-4+ @ E2K-X15MY2 45mm SPST-NC . 27M2372 298.63 
M12 Connector @ E2K-X15MY1 témm SPST-NO . 272371 | 298.63 
@ E2E-X1R5E1-M1 1.5mm NPN 09/1458 172.75 PIM. 3533 
@ E2E-X1R5F1-M1 1.5mm PNP 90B2813 _ _ 
@ E2E-X2E1-M1 2mm NPN 09/1470 165.23 
= SUPER COMPACT PROXIMITY SENSORS - E2S 
@ E2E-X2F1-M1 2mm PNP 09/1471 ae 
2 SPST-NO 09/1468 SERIES 
@ E2E-X2D1-M1G mm - 168.54 © Maximum sensing distance: 2.5 mm AUTOMATION & SAFETY 
@ E2E-X3D2-M1G 3mm SPST-NC 33C9772 129.00 @ “Response frequency: 1 kHz Geeeinpian 
@ E2E-X3D1M1G 3mm SPST-NO 2701520 137.35 @ Low current consumption: 50 mA Available 
= @ Unshielded 5mm x 5mm and 8mm x 
@ E2E-X5F1-M1 5mm PNP 0941479 147.46 8mm sizes available 2 as 
@ E2E-X7D1-M1G 7mm SPST-NO 0951482 1335 © Top and front sensing versions 
@ E2E-X10E1-M1 410mm NPN 09/1460 = ; sees tet oe E2S-O1x, E2S-W1x, E2S-02x, 
@ E2E-X10F1-M1 10mm PNP 27M2359 = © Operating Voltage Range: 10 to & E2S-W2x 
@ E2E-X10D1-M1G 10mm SPST-NO 83H5116 181.61 30 VDC 
M12 Connector, Shielded © IEC 60529 IP67 
@ E2E-X10MF1-M1 10mm PNP 88F1620 = Sensing Price Each 
M8 Connector Mfg. Part No. Range Output Stock No. the 
E2E-X1R5E1M3 1.5mm NPN 38B031 ee Front Sensing, 2 Wire 
@ E2E-X2D1-M3G 2mm SPST-NC 2401808 152.78 @ E2SQ111M 1.6mm SPST-NO 66J6770 92.77 
Pre-Wired @ £28-Q21-1M 2.5mm SPST-NO 2800386 90.22 
@ E2EX1R5E1 1.5mm NPN 52F4299 131.13 Front Sensing, 3 Wire 
@ E2E-X1ROF1 1.5mm PNP 83C8553 121.79 @ E25-013 1M 1.6mm SESENG eoeats 82.31 
@ E2E-XiR5Y1 1.5mm SPST-NO 07H1889 148.35 @ E2S-Q23 1M 2.5mm SPST-NO 30H5490 65.00 
@ E2E-X2E1 2mm NPN 52F4302 = Top Sensing, 2 Wire 
@ E2EX2E2 2mm NPN 66/6510 137.19 @ E2S-W111M 1.6mm SPST-NO 2138571 92.77 
@ E2E-X2F1 2mm PNP 52F4301 134.50 @ E2S-W21-1M 2.5mm SPST-NO 2800385 84.24 
@ E2E-X2D1-N 2mm SPST-NO 09/1469 139.27 Top Sensing, 3 Wire 
@ E2EX3D2N 3mm SPST-NC 27K4515 154.17 @ E2SW131M 1.6mm SPST-NO 66/6785 82.31 
@ E2E-X3D1-N 3mm SPST-NO 091476 133.39 SERS W2IM ean SPiN SESE 74.48 
E2EX3D1NSM 3mm SPST-NO 66/6546 181.61 conics 
@ E2E-X5E1 Smm NPN §2F4304 151.38 
@ E2EX5ME1 5mm NPN 65M0753 137.19 CABLE AMPLIFIER PROXIMITY SENSORS om RON 
@ E2E-X5F1 5mm PNP §2F4303 150.25 
AUTOMATION & SAFETY 
@ E2EX5Y1US 5mm SPST-NO 666574 194.67 “stig 
@ E2E-X7D1-N 7mm SPST-NO 09/1483 75.84 Gee eimpiat 
@ E2E-X10E1 10mm NPN 0941459 163.32 vata 
@ E2E-X10D1-N 10mm SPST-NO 18M7318 168.54 
PIM_3534 
CAPACITIVE PROXIMITY SENSORS om RON © Shielded sensor heads for 3-mm to M12 diameters confirmation of operation. 
that can be embedded in metal. © Power supply range of 12 to 24 VDC (10 to 30 
AUTOMATION & SAFETY © Robotics cables provided as a standard feature VDC) for DC 2-Wire Models. 
RoHS (DC 2-Wire Models). © Power supply range of 5 to 24 VDC (4.75 to 30 
Gepiimpiat © Indicator provided in Amplifier cable for easy VDC) for DC 3-Wire Models. 
% DC 2-WIRE MODLES 
@) Al Sensing Price Each 
Mfg. Part No. Range Output Stock No. 1-4+ 
@ E2EC-CR5C1 0.5mm NPN 16F9314 249.06 
E2K-X standard and E2K-C series adjustable range capacitive proximity sensors detect metallic and non- @ E2EC-CR8D1 0.8mm SPST-NO 38B016 259.44 
metallic objects such as glass, wood, paper, water, oil, and plastic. Switching up to 200mA. Both versions are @ E2EC-C1R5D1 4.5mm SPST-NO 63M8708 295.39 


unshielded, feature operation indicators, come pre-wired with 6.5’ of cable, and operate in temperatures from 


-13°F to +158°F. E2K-C series adjustable versions have plastic body construction, are 3.23” (82) long, and PIM_148671 
include mounting brackets. E2K-X series standard versions have threaded plastic body construction and are 
E2K-C eerie are UL lsted. E2KX series are UL recognized meet IEC enclosure P68 dassieaten and XS6 INDUCTIVE : 
NEMA enclosure types 1, 4, 12, and 13. : : PROXIMITY Schneider 
Sensing Supply Voltage PriceEach © SENSORS SCtre Sensors 
Mfg. Part No. Range Output DC Stock No. “he 
Cylindrical, Adjustable Range Version 77 
@ E2K-C25ME2 25mm NPN/SPST-NC. 10-40V 52F4323 175.42 > ‘ i 
@ E2K-C25ME1 25mm NPN/SPST-NO 10-40V 52F4322 273.52 ea + 
@ E2K-C25MF2 25mm PNP/SPST-NC 10-40V 38B200 324.02 i 
@ E2K-C25MY2 25mm SPST-NC a 27M2368 379.63 
@ E2K-C25MY1 25mm SPST-NO ia 52F4320 320.83 RoHS 
Cylindrical, Standard Version Geptinvian 
@ E2K-X4ME2 4mm NPN/SPST-NC. 10-30V 52F4329 235.17 
@ E2K-X4ME1 4mm NPN/SPST-NO 10-30V 41M3226 184.96 @) C E 
@ E2K-X4MF1 4mm PNP/SPST-NO. 10-30V 38B205 235.17 
@ E2K-X4MY1 4mm SPST-NO as 27M2373 298.63 
@ E2K-X8ME1 8mm NPN/SPST-NO 10-30V 52F4330 249.55 
@ E2K-X8MF1 8mm PNP/SPST-NO. 10-30V 38B207 249.55 
@ E2K-X8MY1 8mm SPST-NO My 38B208 261.15 
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SENSORS — PROXIMITY 


X$6 INDUCTIVE PROXIMITY SENSORS (GONT.) 


@ Increased range (x2), sensing distance easier © Subjected to climatic cycle tests: -25°C to +70 °C 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


OSISENSE™ XS INDUCTIVE PROXIMITY SENSORS - RECTANGULAR 
(CONT.) 


to adjust (-13°F to 158°F) cycle, 95% RH 
© All standard diameters (complete range, from @ © Solid-State Output with Yellow LED state indicator Sensing Price Each 
8 to 30 mm) @ Flush mountable / shielded A+ 
© Long product lengths to meet the most demanding © Switching capacity: 200mA with overload and Mfg. Part No. = Range Output StockNa! tes 
dimension standards on the market short-circuit protection Flush Mountable, 1/2” NPT 
© DC and AC/DC versions available for maximum © Resistance to environment- IP 67 and IP 68 for @ XS8C4A4NCN12 40mm NPN 47W9335 223.92 
flexibility pre-cabled versions © XS8C4A4PCN12 40mm PNP/SPST-NO/SPSTNC | 47W9336 | 220.27 
XS Inductive proximity sensors enable sensing, without physical contact, of metal objects. Their range of @ XSBC4A4MPN12 40mm SPST-NO/ SPST-NC 479334 272.84 
applications is very extensive and includes: monitoring the position of machine parts (cams, end stops, - 
etc.), counting the presence of metal objects, etc. Advantages of OsiSense XS Inductive proximity sensors: Flush Mountable, M12 
High operating rates. Fast response. Excellent resistance to industrial environments (robust products, fully @ XS8C2A1PCM12 20mm PNP / SPST-NO / SPST-NC 47W9328 1128.61 
be sane Daa technology: no moving parts, therefore service life of sensor not related to @ XS8C2A4NCM12 40mm NPN 479330 116.16 
- Price Each @ XS8C2A4PCM12 40mm PNP / SPST-NO / SPST-NC 47W9331 130.23 
Sensing z 9 
Mfg. Part No. | Range Output | Stock No. 1+ Non-Flush Mountable, 1/2 wt 7 ; TREE 
NC, 2m Cable @ XS9C4A2A2N12 — —— = 283.65 
© XS612BiNBL2 4mm NPN 20K4756 113.29 @ XS9C4A2A1N12 mm oltage 433.85 
© XS612B1MBL2 4mm SPST-NC 89H6731 120.43 Bon Flush MountanlesMe = cane TATTERED 
© XS618B1MBL2 8mm SPST-NC 20K4758 149.56 OXSUC2AAEM 2 — a ao 249.72 
© XS630B1MBL2 témm SPST-NC 89H6750 152.03 SSCA a atl eos 
Non-Flush Mountable, M20 
NC, M12 Connector 35 7 ; CATERED 
© XS612B1PBM12 4mm PNP 89H6738 127.78 mexsoesnenee ae a pater AE 
@ XS618B1PBM12 8mm PNP 89H6747 151.90 SXSOCAAZAIP2O mm oltage 329.99 
NO, 1/2”-20UNF connector PIM_210234 
@ XS612B1MAU20 4mm SPST-NO | 89H6730 135.02 
@ XS630B1MAU20 15mm SPST-NO 89H6749 170.38 OSISENSE™ XS INDUCTIVE PROXIMITY 
NO, 2m Cable SENSORS - CYLINDRICAL Telemecanique 
251 NPN 89H6723 OsiSense® XS9 stainless steel inductive proximity sensors 
SO xS000BINAZ _ use) are tough enough for your harsh industrial application and Sensors 
X$608B1PAL2 2.5mm PNP 89H6726 141.62 environment. Manufactured with unique one-piece stainless 
@ XS612B1NAL2 4mm NPN 89H6733 113.30 steel housing they are highly resistant to mechanical shock and 
@ XS612B1PAL2 4mm PNP 89H6736 117.97 vibration. OsiSense XS9 stainless steel inductive Sensors are 
offered in 303 stainless for harsh duty industrial environment and 
@ XS612B1MAL2 4mm SPST-NO 89H6729 120.80 corrosion resistant 316L for Food & Beverage applications. Both 303 
@ XS618B1PAL2 8mm PNP. 89H6745 133.99 and 316L versions meet IP69K for high pressure chemical and water 
7 wash down applications. Thanks to Factor 1 sensing feature, both 
© XS078BIMALZ Sin erern? pon Tau 145.81 ferrous and non-ferrous material can be detected from the same 
@ XS630B1NAL2 15mm NPN 81H4071 148.73 distance. They are offered in both flush and non-flush versions to 
@ XS630B1PAL2 15mm PNP 20K4762 132.38 fulfill all application mounting requirements. With a sensing distance 
7 up to 40mm, OsiSense XS9 ensures reliable detection in most 
@ XS630B1MAL2 témm SFST-NO SOHGTAG 160:33 critical applications. This “3 times” sensing distance also provides a fast and simple set-up and reduces potential 
NO, 5m Cable exposure to impact. With a high switching frequency this sensor allows you to detect rapidly and precisely fast 
@ XS618B1MAL5 8mm SPST-NO 34M0468 139.96 moving metal parts. Operating frequency is 3 to 6 times higher than standard inductive sensors to give more 
accuracy to small objects detection. 
NO, M12 Connector - 
@ XS608B1NAM12 2.5mm NPN 89H6724 161.78 Sensing | Price Each 
@ XS608B1PAM12 25mm PNP 89H6727 161.73 ach we. ae i nee Output Stock No. 1-24+ 
@ XS612B1NAM12 4mm NPN 89H6734 122.99 ush Mountable, tainless xe a aa 
@ XS612B1PAM12 4mm PNP 89H6737 126.13 xSHOER! PAW? = = 5 a ~ ay 487412 allel 
@ XS618B1NAM12 8mm NPN 89H6743 155.19 movie rAWi2 — = : = = ay ara els 
© XS618B1PAM12 8mm PNP 89H6746 153.23 noulen PAM? —— = ‘ : ate ne ay ~_s 203.11 
© XS630B1NAM12 15mm NPN 89H6752 163.19 5 in = SNES IL ole Siale Relay Pailnas 
@ XS630B1PAM12 15mm PNP 89H6754 165.67 ush Mountable, Stainless Stee 
PIM 98500 XS912S1PAM12 6mm Solid State Relay 487414 197.21 
- XS918S1PAM12 10mm Solid State Relay 48W7418 211.14 
is XS930S1PAM12 20mm Solid State Relay 48W7422 220.95 
OSISENSE™ XS INDUCTIVE Soper Telemecanique Non Flush Mountable, Stainless Steel 303 
PROXIMITY SENSORS - Avalleble XS908R4PAM12 6mm Solid State Relay 48W7411 225.97 
RECTANGULAR Sensors XS912R4PAM12 10mm Solid State Relay 48W7413 203.11 
C € XS918R4PAM12 20mm Solid State Relay 48W7417 215.06 
XS930R4PAM12 40mm Solid State Relay 48W7421 240.63 
Non Flush Mountable, Stainless Steel 316L 
XS912S4PAM12 10mm Solid State Relay 48W7415 206.12 
XS918S4PAM12 20mm Solid State Relay 48W7419 220.95 
XS930S4PAM12 40mm Solid State Relay 48W7423 229.87 
© Simple installation, easier maintenance: One-click certification (Safety Integrity Level 2) PIM_210239 
concept makes operation and servicing easier ® Selection guide: Easily select the product best 7 
@ Robustness and compliance with SIL2: The Suited to your application 
first general purpose proximity sensor with SIL2 INDUCTIVE PROXIMITY SENSORS 
A sensor that adapts quickly and easily to your machines. With unique one-click mounting and a rotating Wireless inductive sensor 
detection head, the new OsiSense™ XS cubic sensor can be installed quickly and easily on your machines © Metal enclosure 
or equipment. The orientation of the head can be adjusted manually and quickly without any special tools. © Non-flush mounting 
Maintenance is simplified thanks to quick mounting and removal, as well as LED indicators of sensor status that © With M12 coupling, 4-pole 
are clearly visible from a long distance and from any direction. , 
Sensing Price Each 
Mfg. Part No. Range Output Stock No. 1-24+ 
Flush Mountable, 1/2”-20UNF 
@ XS7C2A1MAU20 15mm SPST-NO 47\W9324 237.98 
@ XS8C2A1MAU20 20mm SPST-NO 47W9327 170.55 
@ XS8C2A4MAU20 40mm SPST-NO 47W9329 174.23 Sensing Price Each 
Flush Mountable, 1/2” NPT Mfg. Part No. Range Stock No. 1-14+ 
@ XS7C4A1MPN12 15mm SPST-NO / SPST-NC 479325 247.20 STE-1189974RFIS 4.4mm 06AC3166 233.81 
@ XS8C4A1PCN12 20mm PNP / SPST-NO / SPST-NC 47/9333 214.23 STE-1189975RFIS 8.8mm 06AC3167 242.29 
@ XS8C4A1MPN12 20mm SPST-NO / SPST-NC 47W9332 253.57 STE-1189976RFIS 16.5mm 06AC3168 276.31 
PIM_5736760 
> CONTINUED > 
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SENSORS 


18mm Cable 


8mm Connector 
18mm Connector 


Features 

© Increased range (x2), sensing distance easier 
to adjust 

@ All standard diameters (complete range, from @ 
6 to @ 30 mm) 

@ Long and short product lengths to meet the most 
demanding dimension standards on the market 

@ DC and AC/DC versions available for maximum 
flexibility 

© Meet the International Electrotechnical Commis- 
sion (IEC) standards , NEMA, UL, CSA, VDE 


® Telemecanique 


Sensors 


12mm Cable 30mm Cable 


30mm Connector 


RoHS — 
Compliant 
Available 


and more 
© Nickel plated brass housing 
© Short barre! body style 
Specifications 
Voltage range: 12 to 24 VDC 
Load current max.: 200 mA 
Temperature range: -20°C to 70°C 
Cable size: 2m (6.56ft) 
NEMA 4x (indoor use only) 
M12 connector type 


Enable sensing, without physical contact, of metal objects. Their range of applications is very extensive and 


SWITCHES & SENSORS 


SENSORS — PROXIMITY 


OSISENSE® XS INDUCTIVE PROXIMITY 


MAGNETIC PROXIMITY SENSORS (CONT.) 


Price Each 
Mfg. Part No. Stock No. 1-9+ 
Cylindrical, SPST-N/C Threaded Barrel 
@ MP200702 05M6405 19.78 
Cylindrical, SPST-N/O Smooth Barrel 
@ MP201701 05M6407 7.94 
Cylindrical, SPST-N/O Threaded Barrel 
@ MP200701 10M6194 17.74 
Flange Mount, SPST-NIC, Mini 
@ MP201802 05M6410 15.20 
Flange Mount, SPST-N/O 
@ MP201901 05M6411 5.64 
Flange Mount, SPST-N/O, Mini 
@ MP201801 05M6409 5.69 
Price Each 

Mfg. Part No. Description Stock No. 1-1-9+ 
@AS201901 Flange Mount Actuator 35H8626 5.09 
@AS201801 Mini Flange Mount Actuator 35C0239 4.11 
@ AS201701 Smooth Barrel Actuator 35C0243 1.65 
@ AS10100 Threaded Magnetic Actuator 98B0564 5.79 

PIM_69349 


includes:monitoring the position of machine parts (cams, end stops, etc.), counting the presence of metal SOLID-STATE SPEED SENSORS 
objects, etc. Advantages of OsiSense® XS Inductive proximity sensors: High operating rates. Fast response. | CHERRY de 
Excellent resistance to industrial environments (robust products, fully encapsulated in resin). Solid-state . 
technology: no moving parts, therefore service life of sensor not related to number of operating cycles. . Ww \ )) Sezer 
aig [Price Each ep cong 
Mfg. Part No. Range Output Stock No. 1+ wy) + 
12mm Diameter, Cable ese 
@ XS512B1NAL2 2.5mm NPN 20K4739 90.62 GS100502 
@ XS512B1PAL2 2.5mm PNP 83H5072 @ Hall-Effect Technology with High Speed and Digital Sinking Output 
: ei) Near-Zero Speed Capabilities © Maximum Supply Current: 6mA except Type 
12mm Diameter, M12 Connector © Sense Rotation of Ferrous Target Such as Gear- $D100203: 20mA 
@ XS512B1NAM12 2.5mm NPN 89H6707 110.44 wheel, Sprocket or Chain 
@ XS512B1PAM12 2.5mm PNP. 89H6709 110.48 Mfg. part no. $D100203 provides two separate digital outputs for speed and direction. All except mfg. part 
18 Diameter, Cabl no. GS100701 provide additional circuit protection for immunity against electrical interference. Mfg. part no. 
MI. rAMeseT, VADIe $D100203 includes 12” 20AWG leads. Mfg. part no. GS100101 meets all IEC requirements for heavy industrial 
@ XS518B1iNAL2 8mm NPN 20K4744 116.71 environments. 
@ XS518B1PAL2 8mm PNP 20K4746 113.30 Output Supply Voltage Price Each 
18mm Diameter, M12 Connector Mfg. Part No. Voltage DC Stock No. 1-94 
@ XS518B1PAM12 5mm PNP 89H6715 127.72 Cylindrical, Sink, Connector, M12-1 Barrel 
@ XS518B1NAM12 8mm NPN 89H6713 134.20 @ GS100101 400mV 5-24V 05M6387 55.82 
30mm Diameter, Cable Cylindrical, Sink, Wire Leads, 15/32” Barrel 
@ XS530B1NAL2 15mm NPN 20K4750 131.40 @ GS100701 400mV 5-24V 95B6032 49.04 
@ XS530B1PAL2 15mm PNP 20K4752 109.02 Cylindrical, Sink, Wire Leads, M12-1 Barrel 
30mm Diameter, M12 Connector @ GS100502 400mV 5-24V 05M6388 60.78 
@ XS530B1NAM12 15mm NPN 89H6719 128.37 PIM_69350 
@ XS530B1PAM12 15mm PNP 89H6721 143.34 
8mm Sensor, Cable 
2 SOLID-STATE SPEED SENSORS 
X$508B1NAL2 2.5mm NPN 20K4733 108.42 © Senses motion of ferrous geartooth targets CHERRY & 
@ XS508B1PAL2 2.5mm PNP 20K4735 119.64 © Capable of operating up to 150°C 
8mm Sensor, M12 Connector peat ae pi pian! ; F 
ications: Wheel speed, transmission speed, 
@ XS508B1NAM12 2.5mm NPN 11R8090 139.01 tie braking eae . 
@ XS508B1PAM12 2.5mm PNP 48M6088 130.62 
8mm Sensor, M8 Connector 
@ XS508B1PAM8 | 2.5mm PNP 89H6703 130.62 
PIM_192091 
MAGNETIC PROXIMITY SENSORS CHERRY & 6S101205 
oe Supply Voltage Price Each 
a0 Soper Mfg. Part No. DC Stock No. 1-9+ 
nie as eerie Connector 
@ GS101201 5-24V 23C6622 41.45 
@ GS101205 5-30V 34P4220 51.24 
\ we 32 TPL 
MP2018 MP2007 PIM_147270 
HRS100 SERIES HALL-EFFECT POSITION SENSOR Honeywell 
MP2007 Specifically designed to translate the relative ‘ 
‘ ; position of a ferrous metal actuator into a digital 
© Zero power consumption — ; : approaching magnet electronic signal. Current sinking output, operating 
© Hermetically sealed for resistance against moisture © Operating temperature: -40°C to +105°C. temperature range: -40°C to +150°C. Dimensions: 
and dirt @ Reliable reed switch technology 0.68H x 0.68W x 1.29"D : : 
© Can be activated by North or South pole of , , eet 
Price Each 
Mfg. Part No. Stock No. 1-9+ 
Cylindrical, SPDT-C/O Threaded Barrel 
@ MP200703 05M6406 19.85 
> CONTINUED > > CONTINUED > 
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SWITCHES & SENSORS 
SENSORS — POSITION 


HRS100 SERIES HALL-EFFECT POSITION SENSOR (CONT.) 


Price Each 
Mfg. Part No. Stock No. 1-4+ 
Sink / Source, Quick Connect 
@ HRS100-S-S-A-B-090 


PIM_90553 


32M7190 a5 


SR16/SR17 SERIES HALL-EFFECT VANE SENSORS Honeywell 


RoHS — 
Compliant 
Available 


© Pre-Leaded 
@ Internally Sealed 
@ -20°C to +85°C Operating Temperature 


© Compact, Robust Packages 

@ Mechanically Interchangeable with Standard 
Optical Packages 

The SR16 and SR 17 series hall-effect vane sensors are ideal for speed or position sensing. The sensors 

contain an internal magnet in a twin tower package configuration. A customer supplied ferrous target interrupts 

the magnetic field and switches the digital state of the sensor. Dimensions: 1W x 0.5H x 0.25"D. 


Output Supply Voltage Price Each 
Mfg. Part No. Voltage DC Switching Speed Stock No. 1-4+ 
Flange Mount, Sink, Wire Leads 
@ SRI7CJ6 4oomv | 3.8-30V 1.5us [_05m1295 | 29.01 
Rectangular, Sink, Wire Leads 
@ SR16C-J6 4oomv | 3.8-30V 1.5us [_05m1294 | 16.76 
PIM_73837 


MLT SERIES LINEAR POSITION TRANSDUCERS 


= 


S-conductoy cable 3/16" x.063 
+828 ANG (85/44) 12.0 (805) long min. (4,751.6) 
(Color coded per schematic) 


@ 4-40 Thread Shaft 
© Operating Temperature: -40°C to +80°C (-40°F 
to +176°F) 


Honeywell 

is Spire ; 
Compliant 
Available 


|-—— browsing tenatn xa ay 
Getic Travel +1.2(8048) ] (18.05) |g go unc.on 


ye" 253) (Retactes) | mya 50 (127) ong 


: @ 


Looe 


va" 
ey 


@ Anodized Extruded Aluminum Housing 
@ 0.375" Diameter 

© Stainless Steel Shaft 

@ Absolute Continuous Measurement 


Rugged enough to withstand the hostile environment of the factory, the MLT series linear position transducers 
are small in diameter. By using a proprietary dual wiper, internal ball joint and the MystR® conductive plastic 
film, the MLT series transducers provide usable output at high vibration levels for long periods of time. The 
use of precious metal wipers further enhances reliability. V max = 30V, | max = 100mA, Ci = 0, UF, Li = 0 mH. 
Intrinsically safe for Class |, Il and III Division 1, Groups A, B, C, D, E, F, and G for Hazardous (indoor/outdoor) 
NEMA 4 locations. 


Price Each 
Mfg. Part No. Description Stock No. 1-4+ 
@ MLTOR5NO750F5C 0.5 Inch Travel 49H7056 aes 
@ MLTOO6N9000B5C 2 Inch Travel 10M8431 — 
@ MLT002N3000B5C 6 Inch Travel 07H4154 a 


PIM_77660 


91SS SERIES LINEAR HALL-EFFECT TRANSDUCER Honeywell 


RoHS 
Compliant 
Available 


Linear output transducer operates by magnetic field. Thin ceramic package. Supply voltage: 8-16VDC. Supply 
current: 19mA. Sensitivity at 12VDC: 7.5mV/gauss at 25°C. Gauss range: -400 to +400. 1.5% linearity. 


Output Supply Voltage Price Each 
Mfg. Part No. Voltage DC Switching Speed Stock No. 1-4+ 
Rectangular, Source, Through Hole 
@ 91SS12-2 6VDC 8-16V 3ms 05M3033 74.04 
PIM_5088 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


103SR AND SR4 SERIES HALL-EFFECT SENSORS Honeywell 


RoHS _ 
- Compliant 
Available 


103SR series have adjustable mounting, threaded aluminum housing contains Hall-effect sensor operated by 
proximity to external magnet. Sealed housing meets NEMA enclosure types 3, 3R, 3S, 4, 4X, 12, and 13. 


24-gauge, 6” stranded, color-coded lead wires at termination. Mfg. part nos. with “2” suffix are supplied with 
one meter, 22AWG, PVC jacketed cable. Mfg. part nos. 103SR13 are digital current sinking output. Mfg. part 
nos. 103SR12 are current sourcing. Magnetics type for mfg. part nos. 103SR: unipolar. Dimensions: 15/32- 
32NS x 1”L. Operating temperature range: -40°C to +100°C. Magnets available. SR4 series are very sensitive 
magnetoresistive sensors. Call for details. 
Output Supply Voltage Price Each 

Mfg. Part No. Voltage Dc Switching Speed Stock No. 1-9+ 
Cylindrical, Sink, Cable 
@ 103SR13A-2 400mV 4.5-24V 1.5us 50F5281 101.60 
Cylindrical, Sink, Wire Leads 
@ 103SR13A-1 0.4V 4.5-24V 1.5us 14M6607 45.86 
Cylindrical, Sink / Source, Wire Leads 

103SR19A-1 4.5-10.5V 3ys 7003922 40.12 
PIM_3486 


GT SERIES HALL-EFFECT GEAR-TOOTH SENSOR 
@ EMI Resistant 
@ Fast Operating Speed: Over 100kHz 


Mfg. part no. 1GT101DC gear-tooth sensor uses a 
magnetically-biased, Hall-effect integrated circuit to 
accurately sense movement of ferrous metal targets. 
Units will function from a 4.5 to 24VDC power supply and 
have reverse polarity protection. Current sinking output. 
Dimensions: 0.70W x 1.43’D. 


Honeywell 

Gopi . 
Compliant 
Available 


Supply Voltage Price Each 

Mfg. Part No. DC Switching Speed Stock No. 1-4+ 
Flange Mount, Sink, Wire Leads 
@ 1GT101DC 4.5-24V 15us 92F3009 = 
PIM_3457 
SMART POSITION SENSOR, 75M LINEAR Heine _ Honeywell 
CONFIGURATION Available Sensing and Control 
Features SELECTION, SPEED, SERVICE. 
© Resolution of up to 16 bits provides enhanced All Found Here, 

accuracy 


® Non-contacting technology can provide 
enhanced product life and durability with less 
downtime 

© Combined patented MR sensor and ASIC 
technology provide enhanced differentiation and 
performance 

© Air gap of up to 3,0 2,5 mm [0.118 +0.098 in] 
between sensor and magnet expands application 
opportunities 

® Other output options (CAN bus, RS232) availa- 
ble upon request 


3 


© Self-diagnostics feature can reduce equipment downtime machinery 

© Small size, taking up less space than most competitive technologies, allows foruse ® Elevator level 
where space is at a premium position ; 

© |P67 and IP69K sealing allow use in a variety of harsh applications ° Material handling 

Potential applications © Packaging 


© Cutting and slitting 


© Aircraft ram door © Plastic molding machines 


A @ Valve position 
3s syirce pings © Wafer handling equipment 
Medical @ Woodworking machinery 


Industrial 
Superior Measurement. Accurate. Reliable. Thinking. SMART means that this is a sensor that can essentially 
think for itself. The SMART Position Sensor has the ability to self-calibrate because it uses a patented 
combination of an ASIC and an array of magnetoresistive (MR) sensors to accurately and reliably determine 
the position of a magnet attached to a moving object (e.g., elevator, valve, machinery, etc.) so that the object's 


position can be determined. Honeywell has utilized MR technology through the ASIC at a level never before 
accomplished. 
Price Each 
Mfg. Part No. Description Stock No. 1-4+ 
SPS-L075-HALS 75 mm, Analog Output 34R2840 345.66 
SPS-L225-HALS 225 mm, Analog Output 91R2001 414.00 
SPS-L225-HDLS 225 mm, Digital Output 91R2002 — 


PIM_159805 
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SR13/SR15 SERIES HALL-EFFECT POSITION 
SENSORS 


Honeywell 
Gein . 

Compliant 

Available 


SR15C-A3 
SR13C-A1 
Specifications 
@ Max. output current: 13mA 


Features 
@ Digital current sinking output 


SWITCHES & SENSORS 
SENSORS — POSITION 


INCREMENTAL COMPACT STRING POT 
SENSORS 
The SP2 String Pot is a compact, economical and water 
resistant device that utilizes a flexible cable, a spring- 
loaded spool and a potentiometer to detect and measure 
linear position. 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


The SP2 is identical to the SP1 except for an added 40- 
inch electrical cable with a watertight rubber strain relief. 
The SP2 has been compactly designed for tight spaces and high cycle applications and generously allows for 
measuring cable misalignment. With 4 different ranges and a handy mounting bracket, the SP2 is a perfect 
solution for many applications from light industrial to OEM. 


© Quad-Hall design eliminates stress effects © Supply voltage range: 3.8-30VDC Supply Voltage Price Each 
° Temperature compensated magnetics a @ Temp. range: ~A0"C to #150°C Mfg. Part No. PP a 9 Stock No. aoc 
SR13 series package enhancements permit quick and easy sensor installation. These devices can be installed 12.5” Stroke R 
without additional mounting hardware. The snap-in and flat mount sensor packages can house any of the 2 roke Range 
present $S400 series sensors or any similarly sized sensing elements. SP2-12 30V 03AC1756 383.95 
Mfg. Part No.| Magnetic Actuator] Operate | Release Point Min. | Differential Min. 25” Stroke Range 
Point Max. SP2-25 30V 03AC1757 385.83 
SR13C-A1 Unipolar 180G 75G 25G 4” Stroke Range 
SRISR-A1 Bipolar 856 -85G SP2-4 30V 03AC1758 349.27 
SR15C-A3 Unipolar 180G 75G 25G 50” Stroke Range 
Output Supply Voltage Price Each SP2-50 30V 99w2092 422.82 
Mfg. Part No. Voltage Dc Switching Speed Stock No. 1-4+ PIM_5742822 
Rectangular, Sink, Wire Leads 
@SRIBR-AL 400mV 38-30 15us 9580184 | 28.76 VOLTAGE DIVIDER COPMPACT STRING POT SENSORS 
@ SRI3C-A1 400mV 3.8-30V 1.58 05M1292 18.95 This compact stringpot with “voltage divider” output, provides TE 
@SRI5C-AS 400mV 3.8-30V 1.5ys 05M1293 _ ease-of-use and flexibility for measurement ranges up to 50 csooesit 
PIM_ 132347 inches. Made of rugged polycarbonate, the SP1 fits in small Riviioniste DISTRIBUTOR 


Features: 

© Voltage rating: 5V 

@ Power rating: 0.05W 

© Low profile (H=2.2 mm), shaft hole diameters of up to 
4mm are available. 


EVWAE SERIES 10MM GS POSITION SENSORS Panasonic 


RoHS 


Gee sinpian 
~ C= Available 
¢ 


spaces, doesn’t need perfect alignment and ships with a 
stainless steel mounting bracket to let the user easily orient this 
sensor in just about any direction imaginable. 


@ Long operation life: 1 million operation cycles. 5 
© Awide electrical output angle of a maximum 343°, Supply Voltage WEricelEachy 
ready for SMDs Mfg. Part No. Dc Stock No. 1-9+ 
Recommended Applications: 12.5” Stroke Range 
© Detection of air conditioner damper angles © Detection of various control unit angles SP1-12 30V 03AC1753 310.08 
No. of Supply Voltage Tape Cut 25” Stroke Range 
Mfg. Part No. Pins DC Stock No. 1-9+ SP1-25 30V 03AC1754 353.65 
@ EVW-AE4001B14 4 5V 52W2734 1.98 4” Stroke Range 
PIM_209137 SP1-4 30V 03AC1755 351.21 
50” Stroke Range 
EVAW7 SERIES TYPE LINEAR POSITION Pan ni SP1-50 = Sea 333.64 
SENSORS a aso Ic PIM_5742820 
Features: 


© Awide variety of operation strokes 

© Long life and high resolution 
Recommended Applications: 

® Car headlight angle detection sensor 


RoHS _ 
Compliant 
Available 


No. of Price Each 
Mfg. Part No. Pins Stock No. 1-9+ 
@ EVA-W7XR04B34 5 52W2221 0.56 


SGD SERIES CABLE ACTUATED SENSOR 


Suited for IP67 (wet) environments, the SGD provides a user- 
selectable 4-20mA or 0-10VDC absolute linear position signal 
over a 120-inch full stroke range option. Signal selection is 
simply made by connecting the appropriate pins on the included 
connector or selecting the proper wires in the optional cordset. 


= TE 


g connectivity 


AUTHORIZED DISTRIBUTOR 


PIM_209135 


HIGH PERFORMANCE STRING POT SENSORS 


This compact stringpot provides the ultimate in 
ease-of-use and flexibility. This sensor fits in small 
spaces, doesn’t need perfect alignment, mounts in 
just about any direction imaginable and has a unique 
circuit that lets the user choose 4-20mA or 0-10Vdc 
output on the fly. 

The SPD is constructed with a rugged polycarbonate 
body sealed against IP67 (wet) environments for 
both indoor and outdoor 

applications. Every unit ships with a stainless steel 
mounting bracket that lets the user easily point the 
measuring cable in the direction needed. 


Output Supply Voltage Price Each 
Mfg. Part No. Current DC Stock No. 1-9+ 
25” Stroke Range 
SPD-25-3 20mA 8V-40V 03AC1750 567.89 
50” Stroke Range 
SPD-50-3 20mA 8V-40V 03AC1752 587.98 
PIM_5744790 
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Output Supply Voltage Price Each 
Mfg. Part No. Current DC Stock No. 1-9+ 
120” 
SGD-120-3 20mA 8V-40V 99W2088 661.51 
PIM_5742818 


MEMS GAUGE PRESSURE SENSOR 


Features 
© Ultra-miniature 6.1 * 4.7 x 8.2 mm (L x W x H). 


OMRON. 


@ Piezo Resistive element provides electrical charac- ELECTHONIC. COMPONENTS 
teristics that are superior to capacitive type pressure Gein : 
ompliant 
sensors. t Available 
© 0 to 37 kPa pressure range. 
@ Low Power consumption of 0.2 mW 
© Low Temperature Influence : 
Pressure Price Each 
Mfg. Part No. Range Output Stock No. 1-9+ 
Gauge, Hose / Tube 
@ 2SMPP-02 37kPa Voltage 1678356 5.66 
PIM_192059 


elementiy 1081 


SWITCHES & SENSORS 
SENSORS — PRESSURE 


AMPHENOL ADVANCED SENSORS NOVASENSOR 
NPP-301 SERIES SURFACE MOUNT PRESSURE 
SENSORS 


Features: 

@ Ultra-small Silicon Fusion Bonded 
(SFB) SO-8 surface mount package 

© Non-ported 

© Wide operating temperature range: 
-40°F to 257°F (-40°C to 125°C) 

© Four element Wheatstone bridge 
configuration for circuit design 


Amphenol 


Advanced Sensors 


RoHS 
Compliant 
Available 


@ Indicates RoHS Compliant 


HARSH MEDIA PRESSURE SENSOR 


NovaSensor NPR-101 pressure sensor is a silicon based 
MEMS device using “Backside Absolute Pressure” 
technology designed for harsh media exposure, which 
eliminates the direct contact of the sensing circuitry with 
the applied media. The device is coupled with a ratiometric 
output proportional to the applied pressure. Integrated 
diagnostics included. 


Aj 
wa 
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Amphenol 


vanced Sensors 


flexibility B Pressure Volta Price Each 
; ee ge PLease 
. W ide roe applications, : & & Mfg. Part No. Range Rating Output Stock No. 1-99+ 
including pneumatic controls, altim- os = 
eters and barometers, cable leak, ay | Absolute, Single Port 
detection, portable gauges 9 B NPR-101 300psi 5.5VDC Ratiometric 96Y5344 — 
Specifications: - PIM 5687029 
@ 10VDC maximum input excitation a 2 
© Compatible with most non-corrosive @ 
gases and dry air IPSU SERIES INDUSTRIAL PRESSURE TRANSDUCER 
Pressure Voltage Tape Cut ®@ Piezo resistive thick film ceramic sensor cynergy3 
Mfg. Part No. Range Rating Output Stock No. 1+ © Stainless steel body 
Absolute @ 0.25% accuracy 
sO © ¥/” NPT Process Connection RoHS 
@ NPP-301A-100AT 15psi 3V Voltage 46M2631 1.84 © DIN 43650 Electrical Connection Gee tinoiat 
@ NPP-301A-200AT 30psi 3V Voltage 46M2632 4.09 The IPSU series is suitable for use in a wide range of industrial 
@ NPP-301A-700A 100psi 3V Voltage 59P7117 8.09 apblicalions: The probe uses) ple70-feslsiive cofainic senso, 
giving excellent media compatibility within a stainless steel 
PIM_94401 housing. The electronics incorporate a microprocessor based 4 
amplifier, requiring no adjusting and giving stable electronics, 7 Z 
especially for industrial applications. Each device is temperature 
NPC-100 AND NPC-120 SERIES NOVASENSOR Am phenol compensated, calibrated and supplied with a traceable serial ar 
DISPOSABLE MEDICAL SENSOR number and calibration certificate. 2. 
Features: Advanced Sensors 
© Specifically designed for use in disposable Pressure Voltage Price Each 
medical applications: Instrumentation, blood Mfg. Part No. Range Rating Output Stock No. 1-9+ 
pressure measurement, infusion pumps, kidney ce ; hh 
dialysis machines — J & t] Gauge, 0-100mV Output 
© Solid state, high reliability “ iy g @ IPSU-GP015-3 15psi 412VDC Voltage 44Y9884 181.51 
Factory fled with dielecine get @ IPSU-GP030-3 30psi 42VDC Voltage 44Y9887 227.47 
© Temperature compensated . TBpsi VDC v 44Y9890 
Specifications: 7 : © Operating temper- @ IPSU-GP075-3 Ps! olage 159.29 
© Calibrated for 6VDC input excitation ature: 59°F to 104°F @ IPSU-GP100-3 100psi 12VDC Voltage 44Y9896 159.29 
© Polycarbonate gel tube interface material © Sold as cut tape and reel @ IPSU-GP150-3 150psi 12VDC Voltage 44Y9899 159.29 
Pressure Voltage | TapeCut_ ——_@ IPSU-GP300-3 300psi 12VDC Voltage 44Y9905 159.29 
Mfg. Part No. Range Rating Output Stock No. 1+ @ IPSU-GP750-3 750psi 12VDC Voltage 449911 159.29 
NPC-120 300mm-Hg 10VDC Digital 66W2459 - @ IPSU-GP1K5-3 1500psi 42VDC Voltage 44Y9893 159.29 
Tape and Reel @ IPSU-GP3K6-3 3600psi 12VDC Voltage 44Y9902 159.29 
@ NPC-100T 300mm-Hg 10VDC Digital 46M2619 = @ IPSU-GP5K8-3 5800psi 42VDC Voltage 44Y9908 159.29 
NPC-120T 300mm-Hg 10VDC Digital 77Y4768 11.23 Gauge, 0-5V Output 
PIM_94400 @ IPSU-GP015-6 15psi 32VDC Voltage 449886 202.67 
@ IPSU-GP030-6 30psi 32VDC Voltage 449889 202.67 
DIFFERENTIAL PRESSURE SENSORS SDP800 GENSIRION © Psu-cP0756 75psi 32vDC Voltage aayas92 | 180.48 
SERIES THE SENSOR COMPANY @ IPSU-GP100-6 100psi 32VDC Voltage 44Y9898 180.48 
Differential pressure sensors of the SDP800 series are the @ IPSU-C0446-6 150psi 32VDC Voltage 44Y9881 202.67 
reliable solution for precise air flow measurement in mos : 
demanding, but cost sensitive HVAC applications, such as @ IPSU-GP150-6 150psi S2VDC Voltage eavood 171.89 
VAV controllers, burners, heat recovery systems and filter @ IPSU-GP300-6 300psi 32VDC Voltage 44Y9907 180.48 
este Saf - seats @ IPSU-C0447-6 350psi 32VDC Voltage 449883 202.67 
e sensor is the result of more than 15 years of : 
experience in measuring the air flow to millions of HVAC @ IPSU-GP750-6 750pst 32vDC Voltage sANOO1S 180.48 
systems, car engines and patients. It consequently utilizes @ IPSU-GP1K5-6 1500psi 32VDC Voltage 44Y9895 180.48 
the successful features of the SDP600 series and can @ IPSU-GP3K6-6 3600psi 32VDC Voltage 449904 180.48 
easily be integrated, due to its proven form factor. The next F = 
generation sensor chip offers extended functionality, smart @ IPSU-GPSK8-6 5800psi 32vDC Voltage 44Y9910 180.48 
averaging functions and multiple measurement modes. The sensor measures with speed up to 2 kHz, and Gauge, 4-20mA Output 
provides a configurable analog voltage output or a digital I2C interface. While the SDP800 is intended for a direct @ IPSU-GP015-5 15psi 32VDC Curren 44Y9885 202.67 
threaded connection to a pressure manifold via O-ring sealing, the SDP810 is designed for a tube eee @ IPSU-GP030-5 30psi 32VDC Curren 44Y9888 202.67 
ae Pressure Voltage ‘ an Cee @ IPSU-GP075-5 75psi 32VDC Curren 449891 180.48 
ck = a = a ane ating uiput locos Eee @ IPSU-GP100-5 100psi 32VDC Curren 44Y9897 226.28 
nee) See © IPSU-C0446-5 150psi 32VDC Curren 44Y9880 202.67 
SDP806-125PA 125Pa 5.5VDC Analogue 10AC5099 24.84 - 
a @ IPSU-GP150-5 150psi 32VDC Current 44Y9900 180.48 
SDP800-125PA 125Pa 5.5VDC Digital 10AC5097 24.84 : 
@ IPSU-GP300-5 300psi 32VDC Current 44Y9906 180.48 
SDP806-500PA 500Pa 5.5VDC Analogue 10AC5100 24.04 : 
SDP800-500PA 500Pa 5.5VDC Digital 10AC5098 23.87 9 SUT ia _ et ae 2020 
Differential, Tub - s : @ IPSU-GP750-5 750psi 32VDC Current 44Y9912 180.48 
SDP EPE oe ao — @ IPSU-GP1K5-5 1500psi 32VDC Curren aayo8s4 | 180.48 
- ‘a F nalogue 
SDP10-4125PA TO5P 55VDC Di ~ TOAC5101 = @ IPSU-GP3K6-5 3600psi 32VDC Current 44Y9903 171.89 
: a , igita : 5 : 
| -! 5800psi 32VDC Curren 44Y9909 
SDP816-500PA 500Pa 55VDC | Analogue | 10AC5104 | 26.19 ersucrenes : ec 
SDP810-500PA 500Pa 5.5VDC Digital 10Ac5102 | 35.25 iaeinabead 
Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 
EK-P5 Evaluation Kit 10AC4936 72.06 
PIM_5724532 
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SWITCHES & SENSORS 


IPSLU SERIES LOW RANGE INDUSTRIAL PRESSURE OSISENSE XMLP (CONT.) 
SENSORS cynergy3 Pressure Voltage Price Each 
: Bisiseegl Ne ater Aashcann Mfg. Part No. Range Rating Output Stock No. 1-9+ 
Pe ene Cali tae Rots 1/4” = 18 NPT, M12 Electrical Connection 
© ¥’ NPT Process Connection Gepsimpiat @ XMLPO1SRD23F 15psi 24VDC Analogue 9372499 194.43 
@ DIN 43650 Electrical Connection @ XMLPO30RD23F 30psi 24VDC Analogue 932507 166.04 
The IPSLU is suitable for use in a wide range of applications. I @ XMLPOSORD23F 50psi 24VDC Analogue 93Y2514 237.22 
The probe uses a piezo-resistive silicon sensor, giving — - - 
excellent media compatibility within an oil filled 316L stainless @ XMLPM60RD23F 60psi 24VDC Analogue 93Y2491 215.83 
et grat ; ‘ ; ae F 1/4” - 18 NPT, Packard Metripack Electrical Connection 
e electronics incorporate a microprocessor based amplifier, : : 
requiring no adjusting and giving stable electronics, especially = @ XMLPMOORP23F 14.5psi ZEN DE Analogue Cee 140.82 
in high vibration/shock applications. # @ XMLPM15RP23F 14.5psi 24VDC Analogue 932488 160.05 
een @ XMLPO15RP23F 15psi 24VDC Analogue 932503 140.82 
Pressure Voltage Lear @ XMLPO30RP23F 30psi 
: LI psi 24VDC Analogue 93Y2511 140.82 
Mfg. Part No. R Rati Output Stock No. 1-4+ 
aa ane ange ang ve a @ XMLPOS0RP23F 50psi 24VDC Analogue 9372518 140.82 
= : 
@ IPSLU-APO05-5 Spsi 32VDC Curren 44Y9865 379.32 SXMLPMGORPZSF Shpsi aaa Analogue BSY2405 HEAD 
@ IPSLU-APO10-5 TOpsi 32VDC Curren 449866 379.32 alii 
@ IPSLU-AP015-5 15psi 32VDC Curren 44Y9867 379.32 
Gauge ILSU SERIES SUBMERSIBLE LEVEL TRANSMITTERS 
@ IPSLU-GP001-5 psi 32VDC Curreni 44Y9869 322.83 : on pie piezo resistive sensor cynergy3 
@ IPSLU-GP001-D psi 32VDC Voltage 449868 304.38 © Output Ratings: 4-20mA 
@ IPSLU-GP002-5 2psi 32VDC Curren 449871 248.08 The ILSU is designed for use in continuous submersion in liquids RoHS 
@ IPSLU-GP002-D 2psi 32VDC Voltage 449870 248.08 such as water, oil and other non-aggressive chemicals. The rea 
5 7 submersible uses the latest piezo-resistive media-isolated silicon 
@IPSLU-GPO0S-5 | Spsi__ | S2VDC_ |Current | 449873 | 248.08 sensing technology and a stainless steel diaphragm within a 316L 
@ IPSLU-GP005-D 5psi 32VDC. Voltage 44Y9872 260.50 stainless steel housing. 
@ IPSLU-GP008-5 8psi 32VDC Curren A4Y9875 255.39 It offers excellent stability, repeatability and resolution, as required 
= — - - for use in rivers and reservoirs. This submersible level transmitter 
@ IPSLU-GP008-D 8psi 32vDC Voltage 44Y9874 260.50 is the ideal product for reliable and repeatable hydrostatic level 
@ IPSLU-GP010-5 10psi 32VDC. Curren' 44Y9877 248.08 measurement. \} 
@ IPSLU-GP010-D 10psi 32VDC Voltage 449876 260.50 The electronics incorporate a microprocessor based amplifier, 
— . - requiring no adjusting and giving stable electronics. 
@ IPSLU-GP015-5 15psi 32VDC Current 449879 260.50 Price Each 
@ IPSLU-GP015-D 15psi 32VDC Voltage 44Y9878 260.50 en ae ee or Se 
PIM_5527911 Gauge 
@ ILSU-G1048-003 48Inch-H20 32VDC Current 44Y9855 41.08 
ILTSU SERIES SUBMERSIBLE DUAL LEVEL & @ ILSU-GI120-005 120Inch-H20 32VDC Current 44Y9857 639.38 
TEMPERATURE TRANSMITTERS cynergy3 _@ ILSU-GI240-008 2adinch-H20_[ 32vDC__| Current | 44v9858 | 633.47 
: prope plezo resistive sensor @ ILSU-GI360-016 360Inch-H20 32vDc | Current |  44¥9860 = 
1/0 
© Temp sensor range: -20°C to +60°C pais fans @ ILSU-GI720-025 720Inch-H2O0 32VDC Current 44Y9861 756.24 
© Dual independent 4-20mA outputs Available @ ILSU-GI1K8-060 1800Inch-H20 32VDC Current 44Y9856 994.88 
The ILTSU is designed for use in continuous submersion in liquids @ ILSU-GI3K6-110 3600Inch-H20 32VDC Current 44Y9859 1335.83 
such as water, oil and fuels. The probe uses the latest piezoresistive 
media-isolated silicon sensing technology and a stainless steel PIM_5527907 
diaphragm. This submersible transmitter is the ideal product for 
hydrostatic level measurement where temperature is also a critical 
part of the measurement. ILSEU SERIES EXTERNAL MOUNT HYDROSTATIC 
It offers excellent stability, repeatability and resolution, as required LEVEL TRANSMITTERS cynergy3 
for use in rivers and reservoirs. 7 ; ; © Piezo-resistive sensor 
This type incorporates a Class ‘B’ accuracy platinum resistance ® Various outputs including Volts and mA 
thermometer. © Accuracy 0.25% haa iat 
Price Each @ ‘7 NPT Process Connection ‘Available 
Mfg. Part No (feng Tey Output Stock No 1-4+ @ DIN 43650 Electrical Connection 
G - - - The external mount hydrostatic level transmitter, ILSEU, has 
auge a piezo-resistive silicon pressure sensor which is an oilfilled 
@ ILTSU-G1048-003 48Inch-H20 32VDC Current 44Y9862 57.39 isolated diaphragm. The sensor and housing are made from 
@ ILTSU-GI180-007 180Inch-H20 32VDC eurrent eaisb63 gee Sone O-ring seals to ensure the product is 
@ ILTSU-GI360-015 360Inch-H20 32vDC Current 4AY9864 62.94 suitable for a wide range oF apneestions. ‘ a 
PIM_5527909 The electronics incorporate a microprocessor based amplifier, A 
requiring no adjusting and giving stable electronics, especially 
in high vibration/shock applications. 
e 
OSISENSE XMLP Schneider Pressure Voltage Price Each 
The new OsiSense XMLP pressure transmitters are for regulating, & Electric Mfg. Part No. Range Rating Output Stock No. 1-4+ 
fluid pressure on industrial machines. They are optimised for OEMs P Gauge 
who design and build industrial machines 9 
A ‘thin film” technology without gasket is one of the major features @ ILSEU-G1048-5 48inch-H20 32vDC Curren 44Y9846 271.85 
of OsiSense XMLP pressure transmitters. The pressure unit is @ ILSEU-G1048-D 48Inch-H20 32VDC Voltage 44Y9845 271.85 
welded directly onto product's body. This contributes to its excellent z z 7] 
reliability and its compatibility with al types of fluid. = oe a ae = oo eee a 
@ ILSEU-G1240-5 240Inch-H20 32VDC Curren 44Y9850 280.45 
@ ILSEU-GI240-D 240Inch-H2O 32VDC Voltage 44Y9849 280.45 
@ ILSEU-GI360-5 360Inch-H2O0 32VDC Curren 449852 280.45 
Pressure Voltage | Price Each @ ILSEU-GI360-D 360Inch-H20 32VDC Voltage 44Y9851 = 
Mfg. Part No. Range Rating Output Stock No. in! @ ILSEU-GI480-5 480Inch-H20 32VDC Curren 44Y9854 271.85 
1/4” - 18 NPT, DIN43650 Electrical Connection @ ILSEU-Gi480-D 480Inch-H20 32VDC Voltage 4479853 280.45 
@ XMLPMOORC23F -14.5psi 24VDC Analogue 93Y2473 147.12 PIM 5527902 
@ XMLPM15RC23F 14.5psi 24VDC Analogue 93Y2483 167.54 = 
@ XMLP015RC23F 15psi 24VDC Analogue 932497 237.22. 
@ XMLP030RC23F 30psi 24VDC. Analogue 93Y2505 140.82 


@ XMLP050RC23F 50psi 24VDC Analogue 93Y2513 140.82 


@ XMLPM60RC23: 60psi 24VDC Analogue 932490 237.22 
1/4” - 18 NPT, M12 Electrical Connection 
@ XMLPMOORD23F -14.5psi 24VDC Analogue 93Y2476 173.46 
@ XMLPM15RD23 14.5psi 24VDC Analogue 932484 140.82 
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SWITCHES & SENSORS 


SENSORS — PRESSURE 


ULTRA SMALL GEL FILLED PRESSURE 
SENSOR 


© Ceramic - metal package, 3.3 x 3.3 x 2.75mm 
High-resolution module 

Fast conversion down to 0.5 ms 

Low power, 0.6 YA (standby < 0.1 A at 25°C) 
Integrated digital pressure sensor (24 bit AZ ADC) 
Operating range: 300 to 1200 mbar, -20 to +85 °C 
I2C interface 

No external components (internal oscillator) 
Sealing designed for 1.8 x 0.8mm O-ring 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


The MS5837 is an 
ultra-compact micro altimeter. It is optimized for altimeter and barometer applications 


Pressure Voltage Tape Cut 
Mfg. Part No. Range Rating Output Stock No. 1-4+ 
Sealed Gauge 
MS583702BA01-50 1.2bar 3V Digital 06AC0736 108) 
MS583730BA01-50 30bar 3V Digital 06AC0735 5.28 


PIM_5685407 


WIRELESS PRESSURE TRANSDUCER 
Digital 24-bit ADC Output, 12C Protocol 
Bluetooth® 4.0 Wireless Connection 

CE Compliant with a Variety of Pressure Ports 
Compact and Battery Powered [CR2050] 
Weatherproof (IP66/IP67) 

FCC Certified 
iOS, Android™ and Windows® XP/7+ 
Compatible 
The modular M5600 and U5600 wireless pressure 
transducers from the Microfused and UltraStable 
lines are enclosed in a stainless steel and 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


polycarbonate housing. This high accuracy, 24-bit ADC digital output wireless transducer eliminates hard wiring 
and provides remote process control and monitoring via Bluetooth® 4.0 Wireless Communication. These series 
are suitable for measurement of liquid or gas pressure, even for difficult media such as contaminated water, 
steam, and mildly corrosive fluids. 
The U5600 series offered enhanced pressure accuracy down to 0.1% versus 0.25% for M5600. 
Pressure Voltage Price Each 
Mfg. Part No. Range Rating Output Stock No. 1-9+ 

Absolute, 1/4” - 18 NPT 

U5600-000005-030PA 30psi 3VDC Digital 03AC1995 417.96 

U5600-000005-100PA 100psi 3VDC Digital 03AC1996 = 

U5600-000005-300PA 300psi 3VDC Digital 03AC1997 313.19 
Absolute, G1/4 (1/4” BSP) 

U5600-00000E-007BA Tbar 3VDC Digital 03AC1993 = 

U5600-00000E-020BA 20bar 3VDC Digital 03AC1994 319.45 
Absolute, G1/4 (1/4” BSP), U5600 Series 

U5600-00000E-002BA 2bar 3VDC Digital 03AC1992 Ey 
Gauge, 1/4” - 18 NPT 

M5600-000005-300PG 300psi 3VDC Digital 03AC1626 ae 

M5600-000005-01KPG 1000psi 3VDC Digital 03AC1624 377.64 

M5600-000005-05KPG 5000psi 3vDC Digita 03AC1625 259.63 
Gauge, G1/4 (1/4” BSP) 

M5600-00000E-020BG 20bar 3VDC Digital 03AC1621 es 

M5600-00000E-070BG 70bar 3VDC Digital 03AC1622 = 

M5600-00000E-350BG 350bar 3VDC Digital 03AC1623 288.66 
PIM_5684675 


IWPTU & IWPTLU INDUSTRIAL WIRELESS PRESSURE 
TRANSDUCERS 


© Up to 2500ft line-of-site range (depending on receiver) 

@ Five year battery life at 10 second transmission update 
rate 

@ Simple DIL switch pairing with the single or five channel 
receiver 

@ Receiver clean contacts provide process alarm functions 

The IWPTLU Wireless Pressure Transducer is a cost 

effective replacement to a traditionally wired pressure 

transducer that offers the advantages of a low-cost 

installation in inaccessible and expensive installation 

environments. i 

it is easily paired to the compatible IWR family of single- or 8 

five-channel wireless receivers thus offering a “plug and 

play” solution to your pressure measurement applications. 

The instrument uses a piezo-resistive silicon sensor mounted within a stainless steel housing giving excellent 


cynergy3 


media compatibility for the harshest of applications. 
Each device is temperature compensated, calibrated and supplied with a traceable serial number and calibration 
certificate 

Pressure Price Each 

Mfg. Part No. Range Output Stock No. i+ 
Absolute, 1/4” NPT, Low Range 
@ IWPTLU-AP005-00 5psi Voltage / Current 98Y7573 335.37 
@ IWPTLU-AP010-00 10psi Voltage / Current 98Y7574 Bee 
@ IWPTLU-AP015-00 15psi Voltage / Current 98Y7575 335.37 
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IWPTU & IWPTLU INDUSTRIAL WIRELESS PRESSURE TRANSDUCERS 
(CONT.) 


Pressure Price Each 

Mfg. Part No. Range Output StockNo. [| 1+ 
Gauge, 1/4” NPT 
@ |WPTU-GP015-00 15psi Voltage / Curren 98Y7584 — 
@ IWPTU-GP030-00 30psi Voltage / Curren 98Y7585 496.38 
@ |WPTU-GP075-00 75psi Voltage / Curren 98Y7586 a 
@ IWPTU-GP100-00 100psi Voltage / Curren 98Y7588 356.94 
@ IWPTU-C0446-00 150psi Voltage / Curren 98Y7582 557.46 
@ IWPTU-GP150-00 150psi Voltage / Curren 98Y7589 496.38 
@ |WPTU-GP300-00 300psi Voltage / Curren 98Y7591 496.38 
@ IWPTU-C0447-00 350psi Voltage / Curren' 98Y7583 356.94 
@ IWPTU-GP750-00 750psi Voltage / Curren 98Y7593 356.94 
@ IWPTU-GP1K5-00 1500psi Voltage / Curren 98Y7587 356.94 
@ IWPTU-GP3K6-00 3600psi Voltage / Curren 98Y7590 496.38 
@ IWPTU-GP5K8-00 5800psi Voltage / Curren 98Y7592 = 
Gauge, 1/4” NPT, Low Range 
@ IWPTLU-GP001-00 ‘psi Voltage / Curren 98Y7576 = 
@ IWPTLU-GP002-00 2psi Voltage / Curren' 98Y7577 356.94 
@ IWPTLU-GP005-00 5psi Voltage / Curren 98Y7578 — 
@ IWPTLU-GP008-00 8psi Voltage / Curren 98Y7579 356.94 
@ IWPTLU-GP010-00 10psi Voltage / Curren 98Y7580 es 
@ IWPTLU-GP015-00 15psi Voltage / Curren 98Y7581 356.94 
PIM_5732391 


IPSUAT SERIES INTRINSICALLY SAFE PRESSURE 

SENSORS cynergy3 
© Piezo-resistive sensor 

® Stainless steel body 

® Accuracy <+0.25% FS BFSL 

© Gage or absolute pressure reference . 5 > 

The is IPSLUAT suitable for use in a wide range of |= 

applications . in hazardous areas The probe uses a piezo- 
resistive silicon sensor giving excellent media compatibility 
within an oil filled 316L stainless steel housing 

The electronics incorporate a microprocessor based amplifier, 
requiring no adjusting and giving stable electronics, especially 
in high vibration/shock applications. 

Each device is temperature compensated, calibrated and 


supplied with a traceable serial number and calibration data. 

Pressure Voltage Price Each 

Mfg. Part No. Range Rating Output Stock No. 1+ 

Gauge, 1/4” NPT 
@ IPSUAT-GP015-5 15psi 28VDC Current TTY6978 89.48 
@ IPSUAT-GP030-5 30psi 28VDC Current TTY6979 83.88 
@ IPSUAT-GP075-5 75psi 28VDC Current TTY6980 = 
@ IPSUAT-GP100-5 100psi 28VDC Current TTY6982 79.68 
@ IPSUAT-C0446-5 150psi 28VDC Current TTY6976 = 
@ IPSUAT-GP150-5 150psi 28VDC Current TTY6983 = 
@ IPSUAT-GP300-5 300psi 28VDC Current TTY6985 = 
@ IPSUAT-C0447-5 350psi 28VDC Current TTY6977 79.68 
@ IPSUAT-GP750-5 750psi 28VDC Current TTY6987 = 
@ IPSUAT-GP1K5-5 1500psi 28VDC Current TTY6981 = 
@ IPSUAT-GP3K6-5 3600psi 28VDC Current TTY6984 79.68 
@ IPSUAT-GP5K8-5 5800psi 28VDC Current TTY6986 79.68 


PIM_5732370 


RSC SERIES TRUSTABILITY PRESSURE SENSORS Honeywell 


DIP 


© Long term stability @ High accuracy 

The RSC Series is a piezoresistive silicon pressure sensor offering a digital output for reading pressure over 
the specified full scale pressure span and temperature range. It is calibrated and temperature compensated for 
sensor offset, sensitivity, temperature effects, and non-linearity using a 24-bit analog-todigital converter with 


integrated EEPROM. Pressure data may be acquired at rates between 20 and 2000 samples per second over 
an SPI interface. It is intended for use with non-corrosive, non-ionic gases, such as air and other dry gases, 
designed and manufactured according to ISO 9001 standards, and is REACH and RoHS compliant. 
Pressure Voltage Price Each 
Mfg. Part No. Range Rating Output Stock No. 1-24+ 
Differential, Dual Radial Barbed 

RSCDRRM2.5MDSE3 2.5mbar 3.3VDC Digital 19AC2425 | 112.10 
RSCDRRIO02NDSE3 2Inch-H20 3.3VDC Digital 19AC2423 98.99 
RSCDRRM020NDSE3 20Inch-H20 3.3VDC Digital 19AC2424 91.96 

> CONTINUED > 
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RSC SERIES TRUSTABILITY PRESSURE SENSORS (CONT.) 


SWITCHES & SENSORS 


SENSORS — PRESSURE 


ILLSU SERIES SUBMERSIBLE TANK GAUGING LEVEL 


Pressure Voltage Price Each TRANSMITTERS cynergy3 
Mfg. Part No. Range Rating Output Stock No. 1-24+ © Piezo-resistive sensor : 
3 a 7 ® Stainless steel housing and diaphragm 
Differential, Dual Radial Barbless © Various outputs including Volts and mA ise a 
RSCMJJMOOSNDSE3 Sinch-H20 | 3.3VDC Digital 19AC2426 | 55.66 © Accuracy 0.5% Available 
Gauge, Dual Radial Barbed The ILLSU is designed for use in continuous submersion in liquids 
7a such as water, oils and fuels in small tanks, where conventional 
RSCMRRMOOSNESES pinenZ0 Saye Digital NCLB 85:08 mechanical level switches and sensors are not ideal and more level, 
PIM_5733035 control and measurement is required. 
The probe uses a piezo-resistive silicon sensing technology, isolated | 
from the media by a diaphragm within the stainless steel housing It 
IPSSAT SERIES SEMI FLUSH MOUNT PRESSURE offers excellent stability, repeatability and resolution for applications 
TRANSMITTER cynergy3 pe anaes tank level is Required, from as low as 3ft through to 
© Piezo-resistive sensor B& ign tanks. 
© Accuracy <+0.25% FS BFSL ———— Pressure Voltage Price Each 
© Gage or absolute pressure reference gy 7 Mfg. Part No. Range Rating Output Stock No. 1-4+ 
The intrinsically safe, semi-flush mount pressure transmitter, has fund Gaui 
Z Aihiae st ; 3 ge 
a piezo- IPSSAT resistive silicon or ceramic pressure sensor. The al (i 
sensor is semi-flush to the housing making this product ideal for @ ILLSU-G1048-5-003 48Inch-H2O0 32VDC Current 44Y9836 343.53 
viscous or paste like media. The sensor and housing are made | | @ ILLSU-GI048-D-003 48Inch-H20 32VDC Voltage 44Y9835 io22 
bed ee ensure pes producl is sullabte fora wide". 2 @ ILLSU-GI120-5-005 f20Inch-H20 | 32VDC | Curren 44Y9838_| 365.10 
The electronics incorporate a microprocessor-based amplifier, Eigse @ ILLSU-GI120-D-005 120Inch-H20 32VDC Voltage 44Y9837 365.10 
requiring no adjusting and giving stable electronics, especially in @ ILLSU-G1240-5-008 240Inch-H20 32VDC Curren 44Y9840 397.20 
high vibration shock applications. = 
Every device is temperature compensated, calibrated and supplied with a traceable serial number and @ ILLSU-G1240-D-008 240Inch- H20 S2vDC Voltage 449839 397.20 
calibration data. @ ILLSU-GI360-5-012 360Inch-H20 32VDC Curren 44Y9842 445.32 
Pressure Voltage Price Each e U-GI360-D-012 360Inch-H20 32VDC Voltage 44Y9841 445.32 
Mfg. Part No. Range Rating Output Stock No. 1+ @ ILLSU-G1480-5-016 480Inch-H20 32vDC Curren 44Y9844 118.72 
Absolute, 3/4” BSP, Ceramic @ ILLSU-G1480-D-016 480Inch-H20 32VDC Voltage 44Y9843 118.72 
@ IPSSAT-A1000-5C (bar 28VDC Curren' TTY6959 = PIM_5527900 
@ IPSSAT-A2000-5C 2bar 28VDC Curren! TTY6961 130.39 
@ IPSSAT-A5000-5C Shar 2evoC__| Current _| _77¥6962_| 130.39 © ADJUSTABLE MINIATURE PRESSURE AND VACUUM 
@ IPSSAT-A1002-5C 10bar 28VDC Curren! TTY6960 130.39 SWITCHES Sa 
Gauge, 3/4” BSP, Ceramic ems 
@ IPSSAT-GM1P1-5C 1bar 28VDC Curren' TTY6964 130.39 Sensors & Controls 
@ IPSSAT-G2000-5C 2bar 28VDC Curren 77Y6972 130.39 Our Experience * Your Solution 
@ IPSSAT-GM1P5-5C Sbar 28VDC Curren! TTY6965 es 
@ IPSSAT-G5000-5C Sbar 28VDC Curren' TTY6974 130.39 
@ IPSSAT-GM1P9-5C 9bar 28VDC Curren! TTY6966 130.39 
@ IPSSAT-G1002-5C 10bar 28VDC Curren! TTY6970 130.39 
@ IPSSAT-C0072-5C 19bar 28VDC Curren' TTY6963 130.39 
@ IPSSAT-G2002-5C 20bar 28VDC Curren' TTY6973 130.39 
@ IPSSAT-G5002-5C 50bar 28VDC Curren! TTY6975 — 
@ IPSSAT-G1003-5C 100bar 28VDC Curren 77Y6971 130.39 
Gauge, 3/4” BSP, Silicon ; 
@ IPSSAT-G0100-5S 100mbar 28VDC Curren 7TY6967 = i Wire Leads ee eu repel ne 
eatuures: © Contact rating: 5A a an 
@ IPSSAT-G0500-5S 500mbar 28VDC Curren TIY6968 51.40 © Low pressure and vacuum switches have brass © Repeatability: 2% 
@ IPSSAT-G1000-5S ibar 28VDC Curren' TTY6969 51.40 ports © Circuitry: SPDT 
PIM_5732361 @ High pressure units are zinc plated carbon steel @ Port: 1/4 NPT 
7 ® Available with either 18” flying leads or DIN @ NEMA 4 rated; IP65 rated 
electrical connections © Electrical termination: DIN 43605A w/ 9mm cable 
IPSLUAT SERIES LOW RANGE INTRINSICALLY SAFE Specifications: clamp (HC) or flying leads (FL) 
PRESSURE SENSORS cynergy3 Price Each 
© Piezo-resistive sensor Mfg. Part No. Operating Pressure Contacts Stock No. 1-4+ 
: ee Bi a Stud, DIN Connector, 1/4” NPTM, Miniature Pressure Switches 
ccurac K ; 
© Gage orctealite pressure reference J PS41-10-4IMINB-C-HC 4-8psi SPD 42M0460 84.09 
The is IPSLUAT suitable for use in a wide range of applications PS41-20-4MNB-C-HC 7-30psi SPD 42M0462 75.76 
. in hazardous areas The probe uses a piezo-resistive silicon PS41-30-4MNB-C-HC 25-100psi SPDT 42M0464 83.06 
sens , or giving excellent media compatibility within an oil filled «x 7 oar 5 
316L stainless steel housing The electronics incorporate a 5° Stud, DIN Connector, 1/4” NPTM, Miniature Vacuum Switches 
microprocessor based amplifier, requiring no adjusting and giving : PS82-20-4MNB-C-HC 406-948mbar SPD 42M0479 115.34 
Pavia ares betes in high betes sl earl | Stud, DIN Connector, 1/4” NPTM, Mini Pressure Switches 
ach device is temperature compensated, calibrated and suppliet : : = 
with a traceable serial number and calibration data. PS71-30-4MNZ-C-HC 85-300psi . SED) he) 118.16 
Price Each PS71-40-4MNZ-C-HC 250-1000psi SPDT 42M0471 149.82 
Fressule Voltage ee PS74-50-4MINZ-C-HC 1000-3000psi SPDT 42M0473_| 163.95 
Mfg. Part No. Range Rating Output Stock No. 1-4+ - - zB 
Absolute, 1/4” NPT Stud, Flying Leads, 1/4” NPTM, Miniature Pressure Switches 
@ IPSLUAT-AP005-5 5psi 28VDC Curren 7TY6950 50.48 PS41-20-4MNB-C-FL18 7-30psi SPD 42M0461 55.27 
@ IPSLUAT-AP010-5 10psi 28VDC Curren 77Y6951 i PS41-30-4MNB-C-FL18 25-100psi SPDT 42M0463 58.65 
@ IPSLUAT-AP015-5 TS psi 28VDC Curren 776952 50.48 Stud, Flying Leads, 1/4” NPTM, Miniature Vacuum Switches 
Gauge, 1/4” NPT PS82-20-4MNB-C-FL18 406-948mbar SPD 42M0478 63.56 
els ; AT-GP001-5 ‘psi 28VDC Curren 776953 = Stud, Flying Leads, 1/4” NPTM, Mini Pressure Switches 
@ IPSLUAT-GP002-5 2psi 28VDC Curren 77Y6954 = PS71-20-4MNZ-C-FL18 25-75psi SPD 42M0466 120.58 
@ IPSLUAT-GP005-5 5psi 28VDC Current 7TY6955 115.49 PIM_91191 
@ IPSLUAT-GP008-5 8psi 28VDC Curren 77Y6956 115.49 
@ IPSLUAT-GP010-5 10psi 28VDC Current 7TY6957 ee 
@ IPSLUAT-GP015-5 15psi 28VDC Current 7TY6958 115.49 
PIM_5732312 
1.800.463.9275 ¢ newark.com bores elementi 1085 
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SWITCHES & SENSORS 
SENSORS — PRESSURE 


MODEL IP IS PRESSURE SENSORS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MODEL IP IS PRESSURE SENSORS (CONT.) 


Honeywell 


Agere 300 series stainless steel and Hastelloy® RoHS Pressure | Voltage ienesiEschy 

© 4 mAto 20 mA current output Gee einoian Mfg. Part No. Range Rating Output Stock No. 1-4+ 

© +2 %FS Total Error Band Available Gauge, G1/4, Female Connection, DIN 43650 

; ca aieeel ner provides accurate, high-speed ste ars au salient BOB HSE — 
measurement : 060-N780-04 250psi 30VDC Current 29Y6939 — 

© CE and RoHS compliant 060-N780-05 500psi 30VDC Current 29Y6940 = 

e Intrinsically Safe: cFMus/ATEX, IEC Ex certification 060-N780-06 750psi 30VDC Current 29Y6941 TER 

ener nee asonrenor | ops | sovoc | Gurent | zavenae [= 

repeatable, reliable and accurate pressure measurements over PIM_5528317 


time. These rugged, stainless steel, all-welded pressure sensors 
are fully configurable with today’s most commonly requested 
industry options. They may be used in many demanding, harsh 
environments and with a variety of media. Each sensor is fully temperature compensated and calibrated. 


ABP SERIES - HIGH ACCURACTY PRESSURE 
SENSORS 


Honeywell 


Pressure Voltage Price Each oo ant 
Mfg. Part No. Range Rating Output Stock No. 1-4+ Available 
Gauge, 1/4” - 18 NPT, Female Connection, Bendix PTIH-10-6P 
060-P673-01 100psi 28VDC Curren 81Y2189 = 
060-P673-02 150psi 28VDC Curren 81Y2190 = 
060-P673-03 200psi 28VDC Curren 81Y2191 = 
060-P673-04 250psi 28vDC Curren 81Y2192 = Features: Applications: 
060-P673-05 500psi 28VDC Current 81Y2193 a © Industry leading stability, accuracy and flexibility © Medical 
060-P673-06 750psi 28VDC Curren B1Y2194 = @ High burst pressures @ Industrial 
- @ Energy efficient © Commercial 
060-P673-07 1000psi 28VDC Current 81Y2195 = © Small size 
060-P673-08 1500psi 28VDC Current 812196 _ The Basic Amplified ABP Series is a piezoresistive silicon pressure sensor offering a ratiometric analog or digital 
060-P673-09 2000psi 28VDC Curren 81Y2197 = output for reading pressure over the specified full scale pressure span and temperature range. 
= The ABP Series is fully calibrated and temperature compensated for sensor offset, sensitivity, temperature effects 
960-P673-10 oor 28VDC Curren 812198 = and accuracy errors (which include non-linearity, repeatability and hysteresis) using an on-board Application 
060-P673-11 5000psi 28VDC Current 81Y2199 — Specific Integrated Circuit (ASIC). Calibrated output values for pressure are updated at approximately 1 kHz 
Gauge, 1/4” - 18 NPT, Female Connection, DIN 43650 Ly eee re he for digital. er is a sei 
; e Basic Amplified pressure sensors are intended for use with non-corrosive, non-ionic gases, such as air 
060-P685-01 100psi 28VDC Curren 81Y2216 es and other dry gases 
060-P685-02 150psi 28VDC Curren 81Y2217 = 5 
060-P685-03 200psi 28VDC Curren 812218 Pressure | Voltage eee 
- i P a= Mfg. Part No. Range Rating Output Stock No. 1-249+ 
= = 
060-P685-04 250psi 28VDC Curren 81Y2219 ex Gauge, Dual Radial Barbed 
Dat Peso 500psi 2ENDE current Bivzezh = @ABPDRRTOOSPG2A5 | _—_—Spsi 5VDC Digital 52¥1368 = 
060-P685-06 750psi 28VDC Curren 81Y2221 —= Gauge, Dual Radial Barbless 
060-P685-07 1000psi eee Caren einzez2 = @ ABPDJJTOOIPGAAS ‘psi SvDC__| Analogue | _52Y1366 = 
Oot ABo08 1500psi ee on GiNeee = @ ABPMJJTO15PGAAS TBpsi svDC | Analogue | 521377 = 
060-P685-09 entps 28VDC Curren 81Y2224 = Gauge, Single Axial Barbed 
060-P685-10 3000psi 28VDC Curren 812225 = @ ABPMAND001PG2A3 psi 3.3VDC Digital 52Y1373 = 
Legace pa0ps| "|. 28¥DE Curren 812226 = @ ABPLANNOO1PG2A5 ‘psi 5VDC Digital 52¥1369 = 
Gauge, 1/4” - 18 NPT, Male Connection, Bendix PTIH-10-6P @ ABPMANNOO05PGAA3 5psi 3.3VDC Analogue 521375 21.51 
060-P674-01 100psi 28VDC Curren 81¥2200 es @ ABPDANNO05PG2A3 5psi 3.3VDC Digital 5271363 26.61 
060-P674-02 160psi 28VDC Curren 812201 _ @ ABPDANTOOSPGAAS5 psi 5VDC Analogue 5271364 21.30 
060-P674-03 200psi 28VDC Curren 812202 = @ ABPDANTO15PGAAS 16psi 5VDC Analogue 52Y1365 13.23 
060-P674-04 250psi eave einen em2203 = @ ABPMANNO30PG2A3 30psi 3.3VDC Digital 52¥1376 = 
oO Pera 500psi ae Curren Bivz208 = @ ABPMANNOO4BGAAS 4bar svDc | Analogue | 52Y1374 = 
060-P674-06 750psi 28VDC Curren 81Y2205 — Gauge, Single Axial Barbless 
060-P674-07 1000p 28vDC Curren e206 = @ ABPMLNNOO1PGAA3 ‘psi 3.3vDC | Analogue | 521378 = 
060-P674-08 1500psi 28VDC Curren 81¥2207 = @ ABPLLNDOSOMGAA3 60mbar 3.3vDc | Analogue | 521370 = 
060-P674-09 2000psi 28VDC Curren 81¥2208 = @ ABPDLNN100MG2A3 100mbar 3.3VDC Digital 5271367 18.50 
060-P674-10 3000psi le Curren GNC) = @ ABPLLNNGOOMGAA3 600mbar_| 33VDC | Analogue |  52¥1371 = 
060-P674-11 5000psi 2EvDE Caren BiNzz0 = @ ABPLLNTO10BGAAS 1Obar svDC_ | Analogue | _52¥4372 = 
Gauge, 1/4” - 18 NPT, Male Connection, DIN 43650 PIM 5527931 
060-P686-01 100psi 28VDC Curren 81Y2227 = _ 
060-P686-02 150psi 28VDC Curren 81Y2228 — “ 
eee 200s a Guifeh ANE = Heyy Duty Pressure Sensors, PX3 Series H oneywell 
060-P686-04 250psi 28VDC Current 81Y2230 = © 1% Total Error Band from -20°C to 85°C 
060-P686-05 500psi 28VDC Curren 81Y2231 = e High insulation resistance and dielectric strength 
060-P686-06 750psi 28VDC Curren 81Y2232 = @ High EMC performance 
- © Low current consumption 
060-P686-07 1000psi 28VDC Curren 81Y2233 = Applications: RoHS - 
060-P686-08 1500psi 28VDC Current 81Y2234 = © Refigerant pressure monitoring in HVAC/R Geena 
060-P686-09 2000psi 28VDC Curren 8172235 = ; Done — C € 
- stem pressure 
060-P686-10 3000psi 28VDC Curren 81Y2236 = © Air system monitoring 
060-P686-11 5000psi 28VDC Curren 81Y2237 = @ Hydraulic oil pressure monitoring 
Gauge, 7/16” - 20 UNF, Male Connection, Bendix PTIH-10-6P Honeywell's PX3 Series Heavy Duty Pressure Transducers use 
080 7 7 2 T0GaI : mEVDC C ARETE piezoresistive sensing technology with ASIC (Application Specific 
i 2 ps! urren = Integrated Circuit) signal conditioning in a brass housing and Metri-Pack 150 electrical connector. The PX3 
060-P681-02 150psi 28VDC Current 81Y2212 = Series are fully calibrated and temperature compensated from -40 °C to 125 °C [-40 °F to 257 °F]. The wide 
060-P681-03 200psi 28VDC Curreni 81Y2213 = operating temperature range, durable ingress protection, and strong radiated immunity allow for reliable 
- performance in tough environments. The PX3 Series offers configurability on media seals, pressure references, 
060-P681-07 1000psi 28VDC Curren 812214 = pressure ranges, and pressure port types. These sensors are designed for use in industrial applications 
060-P681-08 1500psi 28VDC Current 81Y2215 — such as refrigerant pressure monitoring in HVAC/R systems and air compressor system pressure. Potential 
Gauge, 7/16” - 20 UNF, Male Connection, DIN 43650 transportation applications include air system monitoring and hydraulic oil pressure monitoring. 
060-P687-01 100psi 28VDC Curren 81Y2238 = Pressure | Voltage Price Each 
060-P687-02 150psi 28VDC Current 81Y2239 = Mfg. Part No. Range Rating Output Stock No. 1-4+ 
060-P687-10 3000psi 28VDC Curreni 81Y2240 = Absolute, 1/8” - 27 NPT, Metri-Pack Connection 
PX3AN2BS100PAAAX 100psi 5VDC Ratiometric 78Y6221 109.23 
PX3AN2BS250PAAAX 250psi 5VDC Ratiometric 78Y6222 103.40 
> CONTINUED > > CONTINUED > 
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Heavy Duty Pressure Sensors, PX3 Series (CONT.) 


SWITCHES & SENSORS 


SENSORS — PRESSURE 


LIMITLESSTM WIRELESS PRESSURE SENSORS (CONT.) 


Pressure | Voltage | Price Each Pressure | Price Each” 
Mfg. Part No. Range Rating Output Stock No. 1-4+ Mfg. Part No. Range Output Stock No. ike 
Absolute, 7/16” - 20 UNF, PVC Cable Connection Gauge, 1/2” NPT, With 2.0 dBi Omni Antenna, LCD Display 
PX3EF1BS010BAAAX 10bar 5VDC Ratiometric 06AC2803 48.64 @ WPS1A12AGP1PEP1N 200psi Digital 44Y6456 a5 
Sealed Gauge, 1/4” - 18 NPT, Metri-Pack Connection @ WPS1A12AGP1PFP1N 500psi Digital 44Y6458 = 
PX3AN1BH100PSAAX 100psi 5VDC Ratiometric 78Y6217 97.08 @ WPS1A12AGP1PGP1N 1000psi Digital 44Y6460 —_ 
PX3AN1BH150PSAAX 150psi 5VDC Ratiometric 78Y6218 94.86 Gauge, 1/2” NPT, Without Antenna 
PX3AN1BH200PSAAX 200psi 5VDC Ratiometric 78Y6219 93.56 @ WPS1A00AGP1PEPON 200psi Digital 44Y6442 = 
PX3AN1BH667PSAAX 667psi 5VDC Ratiometric 78Y6220 — @ WPS1A00AGP1PFPON 500psi Digital 44Y6444 = 
PX3AN1BHO08BSAAX 8bar 5VDC Ratiometric 78Y6215 —_ @ WPS1A00AGP1PGPON 1000psi Digital 44Y6446 Bes, 
PX3AN1BH010BSAAX 10bar 5VDC Ratiometric 78Y6216 92.02 Gauge, 1/2” NPT, Without Antenna, LCD Display 
Sealed Gauge, 1/4” - 18 NPT, XLPE Cable Connection @ WPS1A00AGP1PFP1N 500psi Digital 44Y6445 SA 
PX3MN1BS200PSAAX 200psi 5VDC Ratiometric 06AC2816 54.90 @ WPS1A00AGP1PGP1N 1000psi Digital 44Y6447 = 
PX3MN1BS010BSAAX 10bar 5VDC Ratiometric 06AC2815 82.51 Gauge, 3/4” NPT, With 2.0 dBi Omni Antenna 
Sealed Gauge, 7/16” - 20 UNF, Female Schrader, Metri-Pack Connection @ WPS1A12AGP2PEPON 200psi Digital 446461 = 
PX3AF1BH100PSAAX 100psi 5VDC Ratiometric 78Y6206 — @ WPS1A12AGP2PFPON 500psi Digital 44Y6463 ae 
PX3AF1BH150PSAAX 150psi 5VDC Ratiometric 78Y6207 100.90 @ WPS1A12AGP2PGPON 1000psi Digital 44Y6465 eee 
PX3AF1BH200PSAAX 200psi 5VDC Ratiometric 78Y6208 93.86 Gauge, 3/4” NPT, With 2.0 dBi Omni Antenna, LCD Display 
PX3AF1BH300PSAAX 300psi 5VDC Ratiometric 78Y6209 = @ WPS1A12AGP2PEP1N 200psi Digital 44Y6462 a 
PX3AF1BH667PSAAX 667psi 5VDC Ratiometric 78Y6211 96.77 @ WPS1A12AGP2PFP1N 500psi Digital 44Y6464 = 
PX3AF1BHO10BSAAX 10bar 5VDC Ratiometric 78Y6204 67.63 @ WPS1A12AGP2PGP1N 1000psi Digital 44Y6466 = 
PX3AF1BHO20BSAAX 20bar 5VDC Ratiometric 78Y6205 = Gauge, 3/4” NPT, Without Antenna 
Sealed Gauge, 7/16” - 20 UNF, Female Schrader, PVC Cable Connection @ WPS1A00AGP2PEPON 200psi Digital 44Y6448 = 
PX3EF1BS010BSAAX 10bar 5VDC Ratiometric 06AC2804 — @ WPS1A00AGP2PGPON 1000psi Digital 44Y6452 —_ 
PX3EF1BS016BSAAX 16bar 5VDC Ratiometric 06AC2805 84.00 Gauge, 3/4” NPT, Without Antenna, LCD Display 
PX3EF1BS025BSAAX 25bar 5VDC Ratiometric 06AC2806 48.64 @ WPS1A00AGP2PEP1N 200psi Digital 446449 EA, 
PX3EF1BS046BSAAX 46bar 5VDC Ratiometric 06AC2807 70.54 @ WPS1A00AGP2PFP1N 500psi Digital 44Y6451 eh 
Sealed Gauge, 7/16” - 20 UNF, Female Schrader, XLPE Cable Connection @ WPS1A00AGP2PGP1N 1000psi Digital 44Y6453 aT 
PX3MF1BS020BSAAX 20bar 5VDC Ratiometric 06AC2814 10.80 PIM 5527915 
Sealed Gauge, 7/16” - 20 UNF, Metri-Pack Connection a 
PX3AF1BH500PSAAX 500psi 5VDC Ratiometric 78Y6210 = 
Sealed Gauge, G1/4, Metri-Pack Connection elie FORCE SENSORS Honeywell 
PX3AG1BH010BSAAX 10bar 5VDC Ratiometric 78Y6212 98.92 © Smallest package size in its class RoHS 
PX3AG1BHO25BSAAX 25bar 5VDC Ratiometric 78Y6213 77.67 © Wide pressure range Soper 
PX3AG1BHO46BSAAX 46bar 5VDC Ratiometric | 78Y6214 24.34 © Uiloe bes aenllagy. 
: © Compensated / unamplified 
Sealed Gauge, G1/4, PVC Cable Connection ¢ Low power consumption 
PX3EG1BS010BSAAX 10bar 5VDC Ratiometric 06AC2808 = Applications: 
PX3EG1BS016BSAAX tébar SvDC | Ratiometric | 06AC2809 = : fo aie 
PX3EG1BS025BSAAX 25bar 5VDC Ratiometric | 06AC2810 | 117.04 © Kidney dialysis machines © Robotics 
Sealed Gauge, M12, PVC Cable Connection s : : o, Weatebles . : F er 
mall flush diaphragm pressure sensors designed for customers who require a simple device for applications 
PX3EM1BS010BSAAX 10bar 5VDC Ratiometric 06AC2811 47.69 where media compatibility and low trapped volume are important. The TBF Series has a precisely controlled 
PX3EM1BS025BSAAX 25bar 5VDC Ratiometric 06AC2812 10.60 diaphragm height, making these products useful in applications where force is applied by a flexible membrane 
Sealed Gauge, Tube, PYC Cable Connection ee 
PX3ET1BH667PSAAX 667psi 5VDC Ratiometric 06AC2813 10.60 sensor output, leveraging any algorithm needed for the application. The sensor is internally temperature 
Sealed Gauge, Tube, XLPE Cable Connection compensated and calibrated. 
PX3MT1BS150PSAAX 150psi 5VDC Ratiometric 06AC2817 24.00 Pressure Voltage Price Each 
PX3MT1BS300PSAAX 300psi 5VDC Ratiometric 06AC2818 24.00 Mfg. Part No. Range Rating Output Stock No. 1-4+ 
PX3MT1BS500PSAAX 500psi 5VDC Ratiometric 06AC2819 72.06 Gauge, Low Profile 
PX3MT1BS700PSAAX 700psi 5VDC Ratiometric 06AC2820 10.80 @ TBFLPNSO15PGUCV 15psi 5VDC Analogue 79Y9485 = 
PIM_5519871 @ TBFLPNSO30PGUCV 30psi 5VDC Analogue T9Y9486 = 
@ TBFLPNSO6OPGUCV 60psi 5VDC Analogue 79Y9487 as 
LIMITLESSTM WIRELESS PRESSURE SENSORS Honeywell @ TBFLPNS001BGUCV {bar 5VDC Analogue 79Y9484 = 
PIM_5528217 


RoHS _ 
Compliant 
Available 


The WPS Series is WPAN 802.15.4 compliant wireless point-to-point (P2P) device that will easily integrate into 
new or pre-existing instrumentation systems. It has a variety of remote or built-in antenna options. 

It features a rugged plastic enclosure, corrosion-resistant construction, and is suitable for outdoor applications 
in harsh environments due to its IP67 sealed enclosure. Its 316L stainless steel pressure port has a Hastelloy® 
C-276 pressure diaphragm, making it resilient to the harshest of process media. The direct- or remote-mount 
antenna options add flexibility for adaptation to different applications. 

The WPS Series is beneficial for remote pressure monitoring applications where wiring or wire maintenance 
is not physically possible or economically feasible. Combining this greater flexibility with proven harsh-duty 
packaging can result in increased efficiencies and ease in establishing remote, cost-effective process sensing. 


Pressure Price Each 
Mfg. Part No. Range Output Stock No. 1+ 
Gauge, 1/2” NPT, With 2.0 dBi Omni Antenna 
@ WPS1A12AGP1PEPON 200psi Digital 44Y6455 eee 
@ WPS1A12AGP1PFPON 500psi Digital 44Y6457 = 
@ WPS1A12AGP1PGPON 1000psi Digital 44Y6459 = 
> CONTINUED > 
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MODEL 425 WING UNION PRESSURE 
TRANSMITTERS 


Features: 


Honeywell 
@ For use with 1502 2” wing union in demanding land-based 


and off shore installations ( ) 


@ All welded assembly ensures hermetic integrity in all field 3 
conditions ‘Y 


@ Vibration and shock proof 

© Comply with NACE standard MR-01-75 (1980) for corrosive 
service 

© Applications include cementing, drilling, well head measure- 
ment, mud logging 

Specifications: 

© Accuracy: +0.2% 

© Operating temperature: -45°F to +200°F 

© Supply voltage: 9-28VDC 


-* 


Set 


@ ATEX certified 


© Intrinsically safe-Class 1, DIV 1 © Output: 4-20mA (full scale) 
@ NEMA 4X connector/mating connector 
Pressure Transmitter 
Pressure Voltage Price Each 
Mfg. Part No. Range Rating Output Stock No. 1-4+ 
Gauge 
BP425DR 5000psi 28VDC Current 27M1774 161.48 
BP425EJ 15000psi 28VDC Current 27M1773 = 
> CONTINUED > 
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MODEL 425 WING UNION PRESSURE TRANSMITTERS (CONT.) 
Accessories 


Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 
023-0768-00 Straight Plug Connector 27M1775 115.30 
PIM_90234 


MODEL TJE PRECISION GAGE PRESSURE 
TRANSDUCERS 


Features: 

@ Stainless steel welded construction for rugged 
industrial applications 

@ Welded stainless steel diaphragm hermetically 
seals strain gage circuitry from atmospheric 
contamination 

@ Provides stable zero, regardless of the transducer environment 

© Long term stability: an all-welded vacuum reference chamber 

Specifications: 


Honeywell 


1000psi), -100°F 
to 250°F (3000- 
10000psi) 

© Shunt calibration 


© Infinite resolution data included 
© 0.1% accuracy © Mating connector available; order separately below 
© Operating temperature: -100°F to 325°F (1- © Hermetic stainless steel electrical connection 
Pressure Voltage Price Each 
Mfg. Part No. Range Rating Output Stock No. 1-4+ 
Gauge, NPT 
060-0708-18TJG 500psi 10VDC Voltage 27M1626 1560.17 
060-0743-06TJG 5000psi 10VDC Voltage 27M1629 1389.32 
Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 
023-0032-00 Straight Plug Connector, 6 Way 27M1708 125.32 
PIM_90230 


26PC SERIES TEMPERATURE COMPENSATED 
PRESSURE SENSORS 


Honeywell 
pie ; 

Compliant 

Available 


Differential 
Gage 
© Differential and gage pressure measurement pressure 
© Miniature package © Temperature compensated for interchangeability 
® Silicon piezoresistive sensor ship from 0°C to +50°C. 


© Can be used to measure vacuum or positive 


Contain straight port, compensated circuitry and fluorosilicone seals. Temperature compensated from 0°C. 
to +58°C. Null and full-scale output is calibrated. .600” long 4-pin SIP termination. Operating temperature: 
-40°C to +85°C. Recommended excitation voltage: 10VDC ratiometric (16VDC max.). Sensors are available 
with threaded, barbed, luer, and needle pressure port options. Other seal materials for media compatibility are 
available. DIP termination option is available. 
Pressure Voltage Price Each 
Mfg. Part No. Range Rating Output Stock No. 1-4+ 

Differential, Gauge, 1/4” - 28 UNF 

@ 26PCGNM6G +250psi 16VDC Voltage 7233706 76.25 
Differential, Straight 

@ 26PCAFA6D Ipsi 10V Voltage 52F7256 41.87 

@ 26PCBFA6D 5psi 10V Voltage 93B0356 49.79 

@ 26PCCFA6D 15psi 10V Voltage 16F3198 67.38 
Gauge, Straight 

@ 26PCBFA6G 5psi 10V Voltage 39B7194 67.38 

@ 26PCCFA6G 15psi 10V Voltage 16F3206 50.80 

@ 26PCCFA2G 15psi 10V Voltage 39B7219 a 

@ 26PCFFA6G 100psi 10VDC Voltage 16F3210 72.44 

@ 26PCGFA6G 250psi 10V Voltage 8604963 88.06 
Vacuum Gauge, Dual Axial Barbed 

@ 26PCCFG6G 15psi 16VDC Voltage 39B7227 87.56 
PIM_5169 
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@ Indicates RoHS Compliant 4] Find Datasheets Online 


140PC AND 160PC SERIES PRESSURE SENSORS 
140PC series pressure sensors are for use in applications where high Honeywell 


accuracy is desired. Supply current is 8mA. Full-scale RoHS 
output: 5V. Shock specs meet MIL-STD-202, Method Osa 


213. Temperature range: -40°C to 85°C. 160PC series 
pressure sensors are for use in low-pressure measurement 
applications. Recommended supply voltage: 8VDC. Supply 
current: 8mA. Differential styles have two ports that allow 


connection to two pressure sources, and differential style 

functions the same as gauge when Port 1 is left open to 

atmospheric pressure. Single port 142PC gauge types may 

be ordered by substituting a “G" for the suffix “D” in mfg. 

part no. Product to be used for service parts only and not to be considered for new designs or applications. 

Pressure Voltage Price Each 

Mfg. Part No. Range Rating Output Stock No. 1-4+ 

Differential, Straight 

@ 142PC01D ipsi 8VDC Voltage 51F2590 591.76 

@ 142PC05D 5psi 8VDC Voltage 20M8994 564.89 

@ 163PC01D36 5psi 8VDC Voltage 20M9483 1306.76 

@ 142PC15D 15psi 8VDC Voltage 51F2591 735.60 

@ 142PC30D 30psi 8VDC Voltage 20M8998 732.35 

@ 164PC01D76 5Inch-H20 8VDC Voltage 20M9499 677.73 

@ 164PC01D37 10Inch-H20 8VDC Voltage 20M9498 Es 

Gauge, Straight 

@ 142PC01G ipsi 8VDC Voltage 20M8993 408.82 

@ 142PC05G 5psi 8VDC Voltage 23F2250 _ 

@ 142PC15G 15psi 8VDC Voltage 20M8996 447.04 

PIM_5136 


BOARD MOUNT PRESSURE SENSORS 


Features: 

© Temperature compensated and 
unamplified. 

© Compensation makes it easier to 
integrate the sensor into a system by 
eliminating the need to calibrate the 
system over temperature and also offers 
reduced part-to-part variation. 

© Compensated temperature range is 0 °C 
to 85 °C [-32 °F to 185 °F]. 

© Operating temperature range is -40 °C to 
85 °C [-40 °F to 185 °F]. 

@ Measures differential or gage pressures 

Specification: 

© Sensor Output: Analogue 

© Supply Current: 600 pA 

® Voltage Rating: 5 VDC 


Honeywell 


4 pe = Sep 
4d 
AAS 


Pressure Voltage Price Each 

Mfg. Part No. Range Rating Output Stock No. 1-4+ 
Differential, Dual Axial 
@ TSCSNBNOOSPDUCV 5psi 5VDC Analogue 38X5859 40.60 
@ TSCSNBNO15PDUCV 15psi 5VDC Analogue 38X5860 28.68 
Differential, Dual Radial Barbed 
@ TSCDRRNOOSPDUCV 5psi 5VDC Analogue 38X5854 35.02 
@ TSCDRRNO15PDUCV 15psi 5VDC Analogue 38X5852 36.59 
@ TSCDRRNO30PDUCV 30psi 5VDC Analogue 38X5856 36.59 
@ TSCDRRN160MDUCV 160mbar 5VDC Analogue 38X5857 = 
Differential, Dual Radial Barbless 
@ TSCDJJNOO1PDUCV ipsi 5VDC Analogue 38X5846 36.19 
@ TSCDJJN100PDUCV 100psi 5VDC Analogue 38X5847 es 
@ TSCDJJN150PDUCV 150psi 5VDC Analogue 38X5848 = 
Gauge, Dual Axial 
@ TSCSNBNO30PGUCV 30psi 5VDC Analogue 38X5861 ess 
Gauge, Dual Radial Barbed 
@ TSCDRRNOO1PGUCV ipsi 5VDC Analogue 38X5851 — 
Gauge, Single Axial Barbed 
@ TSCDANNO30PGUCV 30psi 5VDC Analogue 38X5845 40.26 
@ TSCDANN150PGUCV 150psi 5VDC Analogue 38X5844 = 
Gauge, Single Axial Barbless 
@ TSCDLNNO01PGUCV ipsi 5VDC Analogue 38X5849 36.59 
@ TSCDLNN100PGUCV 100psi 5VDC Analogue 38X5850 38.63 

PIM_211887 
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BASIC BOARD MOUNT PRESSURE SENSORS 


Features: 

@ Provides a cost-effective, highvolume 
solution with a variety of options 

© Ideal for customers who want a tem- 

perature-compensated sensor with the 

maximum possible resolution 

@ Package and pressure port options 

simplify integration into the application 

@ Wide operating temperature range and 

media compatibility options 

® Six Sigma standards provide the highest 

level of product quality, performance, and 

consistency 

© Dependable supply chain is there 

hroughout your development cycle 

@ Fast response to orders and sample 

requests 

Specifications: 

@ Port Style: Single Axial Barbed 

@ Pressure Measurement Type: Gage 


Honeywell 


4 PA = ar 
oo 
AAs 


@ Sensor Output: Analogue 
© Supply Current: 600 pA 
® Voltage Rating: 5 VDC 


Honeywell's Basic Board Mount Pressure Sensors, TBP Series, Compensated/Unamplified, are piezoresistive 
silicon pressure sensors designed for customers who require a simple, high quality, cost-effective, mV output, 
unamplified, temperaturecompensated sensor for use in medical and industrial applications. These unamplified 
and temperature-compensated sensors offer infinite resolution of the pressure signal. They will operate as 
specified from -40 °C to 125 °C [-40 °F to 257 °F]. The TBP Series is often ideal for those customers who 
want to do their own amplification in order to make use of the maximum resolution of the bare sensor output, 
leveraging any algorithm needed for the application. They are available with several package styles and 


mounting options, making it easier for device manufacturers to integrate the product into their applications. 
The TBP Series measures gage pressures. Gage pressure sensors are referenced to atmospheric pressure 
and provide an output proportional to pressure variations from atmosphere. They are intended for use with 
non-corrosive, non-ionic gases, such as air and other dry gases, and for non-corrosive, nonionic liquids when 
the silicone gel coating option is selected. All products are designed and manufactured according to ISO 9001. 
Pressure Voltage Price Each 
Mfg. Part No. Range Rating Output Stock No. 1-4+ 

Gauge, Low Profile, DIP, Silicone Gel Coating In Media Path 

@ TBPDPNS001PGUCV Ipsi 5VDC Analogue 38X5825 Be 

@ TBPDPNSOOSPGUCV 5psi 5VDC Analogue 38X5826 aes 

@ TBPDPNS100PGUCV 100psi 5VDC Analogue 38X5827 ar 

@ TBPDPNS150PGUCV 150psi 5VDC Analogue 38X5828 14.37 
Gauge, Low Profile, SMT, Silicone Gel Coating In Media Path 

@ TBPMPNSOOSPGUCV 5psi 5VDC Analogue 38X5843 = 
Gauge, Low Profile, SMT (Leadless) 

@ TBPLPNNOO1PGUCV ipsi 5VDC Analogue 38X5836 = 

@ TBPLPNN100PGUCV 100psi 5VDC Analogue 38X5837 = 
Gauge, Single Axial Barbed, DIP 

@ TBPDANN150PGUCV 150psi 5VDC Analogue 38X5817 21.22 
Gauge, Single Axial Barbed, DIP, Silicone Gel Coating In Media Path 

@ TBPDANS001PGUCV ipsi 5VDC Analogue 38X5818 a 

@ TBPDANSOOSPGUCV 5psi 5VDC Analogue 38X5819 20.90 

@ TBPDANSO15PGUCV 15psi 5VDC Analogue 38X5820 15.69 

@ TBPDANSO30PGUCV 30psi 5VDC Analogue 38X5821 16.76 
Gauge, Single Axial Barbed, SMT 

@ TBPMANNOO1PGUCV ipsi 5VDC Analogue 38X5838 7.81 

@ TBPMANNOOSPGUCV 5psi 5VDC Analogue 38X5839 = 

@ TBPMANN150PGUCV 150psi 5VDC Analogue 38X5840 19.89 
Gauge, Single Axial Barbed, SMT (Leadless) 

@ TBPLANNO30PGUCV 30psi 5VDC Analogue 38X5829 13.85 

@ TBPLANN100PGUCV 100psi 5VDC Analogue 38X5830 15.06 
Gauge, Single Axial Barbless, DIP 

@ TBPDLNNOOSPGUCV 5psi 5VDC Analogue 38X5822 ee 

@ TBPDLNNO15PGUCV 15psi 5VDC Analogue 38X5823 = 

@ TBPDLNNO3OPGUCV 30psi 5VDC Analogue 38X5824 = 
Gauge, Single Axial Barbless, SMT 

@ TBPMLNNO30PGUCV 30psi 5VDC Analogue 38X5841 aes 

@ TBPMLNNO60PGUCV 60psi 5VDC Analogue 38X5842 13.20 
Gauge, Single Axial Barbless, SMT (Leadless) 

@ TBPLLNNOOSPGUCV 5psi 5VDC Analogue 38X5831 10.24 

@ TBPLLNNO15PGUCV 15psi 5VDC Analogue 38X5832 11.92 

@ TBPLLNNO3OPGUCV 30psi 5VDC Analogue 38X5833 10.75 

@ TBPLLNNOGOPGUCV 60psi 5VDC Analogue 38X5834 15.72 
Gauge, Single Axial Barbless, SMT (Leadless), Silicone Gel Coating In Media Path 

@ TBPLLNSO01PGUCV ‘psi 5VDC Analogue 38X5835, 3.86 
PIM_211882 
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SENSORS — PRESSURE 


PX2 HEAVY DUTY PRESSURE TRANSDUCER 


Honeywell 


RoHS 
Compliant 
Available 


Features: 

© The PX2 Series is a precise pressure measure- 
ment solution that optimizes system performance 
at a competitive cost. 

© With over 15,000 standard configurations, the 
PX2 Series easily meets our customers’ specific 
application needs. 

@ Knowledgeable application engineers are available 
to answer customers’ specific design questions 
during the development of their product. 

@ Honeywell's global presence offers customers 


Honeywell's PX2 Series Heavy Duty Pressure Transducer is a portfolio of highly configurable pressure sensors 
that use piezoresistive sensing technology with ASIC (Application Specific Integrated Circuit) signal conditioning 
in a stainless steel housing. The PX2 Series is fully calibrated and compensated for offset, sensitivity, 
temperature effects and non-linearity using the on-board ASIC. This provides a Total Error Band of +2% over the 
operating temperature range of -40 °C to 125 °C [-40 °F to 257 °F].The PX2 Series is compatible with a variety 


immediate product and application support 
throughout the development cycle, from design to 
global manufacturing. 

Specifications: 

© Voltage Rating: 5 V 

© Supply Current: 5 mA 

© Sensor Output: Ratiometric and regulated voltage 
output, 4 to 20mA output 

@ Pressure Measurement Type: Absolute, sealed 
gage and vented gage 


of harsh media including brake fluid, refrigerants, engine oil, hydraulic fluids, and compressed air. The wide 
operating temperature range, ingress protection up to IP69K, and 100 V/m radiated 
immunity allow for reliable performance in tough environments.These transducers feature absolute, sealed 
gauge and vented gauge pressure references. 
Pressure Voltage Price Each 

Mfg. Part No. Range Rating Output Stock No. 1-4+ 
Absolute, 1/4” - 18 NPT, Cable Harness 
@ PX2EN1XX015PAAAX 15psi 5V Ratiometric 39X0801 209.41 
@ PX2EN1XX050PAAAX 50psi 5V Ratiometric 39X0802 209.43 
Absolute, 1/4” - 18 NPT, Metri-Pack 150 Connector 
@ PX2AN1XX030PAAAX 30psi 5V Ratiometric 39X0796 _ 
@ PX2AN1XX050PAAAX 50psi 5V Ratiometric 39X0797 161.05 
Absolute, 7/16” - 20 UNF, Cable Harness 
@ PX2EF1XX030PAAAX 30psi 5V Ratiometric 39X0798 79.56 
@ PX2EF1XX050PAAAX 50psi 5V Ratiometric 39X0799 = 
Absolute, 7/16” - 20 UNF, Delphi Connector 
@ PX2AF1XX050PAAAX 50psi 5V Ratiometric 39X0793 178.23 
Absolute, G1/4, Cable Harness 
@ PX2EG1XX001BAAAX {bar 5V Ratiometric 39X0800 dv: 
Absolute, G1/8, Delphi Connector 
@ PX2AG2XX002BAAAX 2bar 5V Ratiometric 39X0794 174.07 
Absolute, M12, Delphi Connector 
@ PX2AM1XX001BAAAX bar 5V Ratiometric 39X0795 = 
PIM_211881 


SERIES UNCOMPENSATED/ 
UNAMPLIFIED 
@ Small Size 7mm x 7mm (0.276in x 
0.276in) 2 
@ Durablility which allows using in a tough " : 4 
© Supply Voltage: 12 VDC 
® Non-gel coating 7 
@ Measures absolute and gage pressures 
@ Package Type: DIP, Leadless SMT, 
& SMT 
NBP Series Uncompensated/Unamplified » ¥ . 
are designed for customers who require | | | | _ | | 
a simple, basic performance, mV output, | | } 
high quality, high resolution for medical and 
order to make use of the maximum resolution of the bare sensor output, leveraging a custom algorithm required 
for the application. Several package styles and mounting options, making it easier for device manufacturers 
to integrate the product into their applications. The NBP Series measures absolute and gage pressures. The 
absolute versions have an internal vacuum reference and an output value proportional to absolute pressure. 
Gage versions are referenced to atmospheric pressure and provide an output proportional to pressure variations 


evironment 
© Operating Temperature Range: -40°C 
industrial applications. These sensors offer 
infinite resolution of the pressure signal. They will operate as specified from -40 °C to 125 °C [-40 °F to 257 °F]. 
from atmosphere. This series sensors are intended for use with noncorrosive, non-ionic gases, such as air and 
other dry gases and for non-corrosive, non-ionic liquids. All products are designed and manufactured according 


BASIC BOARD MOUNT PRESSURE SENSORS: NBP Honeywell 
to 125°C 

This series is ideal for those customers who want to do their own compensation, calibration, and amplification in 

to ISO 9001. 


Pressure Voltage Price Each 
Mfg. Part No. Range Rating Output Stock No. 1-4+ 
Absolute, Single Axial Barbed, DIP Leads 
NBPDLNNO15PAUNV 15psi 5VDC Voltage O5W9666 = 
NBPDLNNO30PAUNV 30psi 5VDC Voltage 05W9668 = 
> CONTINUED > 
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BASIC BOARD MOUNT PRESSURE SENSORS: NBP SERIES MEMS DIFFERENTIAL PRESSURE SENSOR 
UNCOMPENSATED/UNAMPLIFIED (CONT) © igh accuracy of 43% RD. omrROon 
7 ® Linearized and temperature compensated 
Pressure Voltage kanicelEachy © Digital output (I2C communication) ELEC THONG COMPONENTS) 
Mfg. Part No. Range Rating Output Stock No. 1-4+ © High flow impedance to reduce the influence of bypass Geacinp Fe 
Absolute, Single Axial Barbed, DIP Leads configuration Available 
NBPDLNNO6OPAUNV 60psi 5VDC Voltage 05W9670 = 
NBPDANN150PAUNV 150psi 5VDC Voltage 05w9664 16.95 
Absolute, Single Axial Barbed, Leadless SMT 
NBPLLNNO15PAUNV 15psi 5VDC Voltage 05W9676 13.54 
NBPLANNO3OPAUNV 30psi 12VDC Voltage 05W9671 12.25 
NBPLANN150PAUNV 150psi 12VDC Voltage 05W9675 14.06 
Absolute, Single Axial Barbed, SMT Picsaure rs es ta | 
NBPMLNNOTSPAUNV | __15psi 12vDC Voltage 05w9681 = Mfg, Part No. Range Stock No. ipa eae 
Gauge, DIP Leads Differential, Barbed 
NBPDPNG001PGUNV Ipsi 5VDC Analogue 56W4830 = @ D6F-PH0505AD3 50Pa 90W1019 36.47 
NBPDPNGOOSPGUNV Spsi SVDC | Analogue | 56W4831 = © DéF-PHOO25AD1 250Pa 90w1018 anal 
Gauge, Single Axial Barbed, DIP Leads @ D6F-PH5050AD3 500Pa 90W1020 35.84 
NBPDLNNO15PGUNV 15psi 5VDC Voltage 05W9667 — PIM 210244 
NBPDLNNO30PGUNV 30psi 12VDC Voltage 05W9669 15.70 2 
NBPDANN150PGUNV 150psi 12VDC Voltage 05W9665 14.47 
Gauge, Single Axial Barbed, Leadless SMT eeucune DIFFERENTIAL PRESSURE SENSI RION 
+ THE SENSOR COMPANY 
NBPLLNNO15PGUNV 45psi 12vDC Voltage oSW9677 = © Smallest size enables portable applications 
NBPLANNOSOPGUNV 30psi 5VDC Voltage o5w9672 14.89 © Reflow solderable - Pick & Place 
NBPLLNNO3OPGUNV 30psi 12VDC Voltage 05W9678 13.54 © Excellent repeatability, no drift, no offset 
: @ Extended feature set - smart averaging 
NBELENNOBOEGUNY 60psi §VDC Voltage 05W9679 13.54 © Calibrated and temperature compensated 
Gauge, Single Axial Barbed, SMT e 
NBPMANNO01PGUNV ipsi 5VDC Analogue 56W4835 = The SDP3x sensor family is Sensirion’s series of small 
NBPMANNOOSPGUNV 5psi 5VDC Analogue 56W4836 = differential pressure sensors designed for high-volume 
- applications where size is a key requirement. It builds on 
NBPMLNNOSOPGUNV 30psi 12vDC Voltage 05w9682 =~ the next generation CMOSens® sensor chip that is at the heart of Sensirion’s new differential pressure and 
NBPMANN150PGUNV 150psi 5VDC Voltage 05W9680 == flow sensing platform 
Gauge, Single Axial Barbless, DIP Leads Pressure Voltage Price Each 
NBPDLNNOOSPGUNV | 5psi 5VDC Analogue 56W4829 = Mfg. Part No. Range Rating Output Stock No. 1+ 
Gauge, Single Axial Barbless, Leadless SMT Differential, Dual Axial 
NBPLLNGOO1PGUNV Ipsi 5VDC Analogue 56W4832 = SDP36-500PA 500Pa 3.3V Analogue 924596 21.35 
NBPLLNNOOSPGUNV 5psi 5VDC Analogue 56W4833 ae SDP31-500PA 500Pa 3.3V Digital 924595 23.70 
Gauge, SMT Price Each 
NBPLPNNOO1PGUNV ipsi 5VDC Analogue 56W4834 = Mfg. Part No. Description Stock No. 1-1-9+ 
NBPMPNGOOSPGUNV 5psi 5VDC Analogue 56W4837 = SDP31EK-P4 Evaluation Kit 950446 a 
PIM_208426 PIM_5732426 
MINIATURE PRESSURE SWITCHES @ DP-100 SERIES DIGITAL PRESSURE SENSORS Panasonic 
: eae Quick Connect terminals multicomp © Supply voltage: 12 to 24 VDC 
iniature size 


© Ambient temperature: -10 to +50 °C (14 to +122 °F) 


An industry first dual, three-color digital display enhances 
ease of use of pressure sensors. The user can concurrently 
view the real-time pressure reading and threshold value for 
quick changes during routine machine maintenance. The 
highly readable display offers the setting of two colors to 
indicate the output state (red and green) as well as a third 


RoHS 
Compliant 
Available 


© Quick response time 21 UEMOMMABA9T 
© Dependable long life kom 


Price Each (orange) to indicate the menu settings. Also, both displays 
Mfg. Part No. Operating Pressure Contacts Stock No. 1-49+ feature 12 segment characters, which allow for the display 
Panel / Chassis, Quick Connect, Dual Radial Barbed of letters in addition to numbers. This enables easy on = 
- screen labeling of sensors in large arrays, for instantaneous identification. 
@ PSF100A-0.5 0.004-0.018psi SPST-NO 26R2865 49.48 7 
Price Each 
PIM eo 1se90 Mfg. Part No. Description Stock No. 1-9+ 
@ DP-101A-N Multifunction, -100 to +100 kPa, NPN 73K7750 = 
PX409 SERIES HIGH ACCURACY PRESSURE WNEWPORT' @ DP-102A-N Multifunction, -1 to 1 Mpa, NPN 73K7763 131.17 
TRANSDUCERS @ DP-101-N Standard, -100 to +100 kPa, NPN 73K7746 131.96 
ai oa F 
: a af ao Linearity Hysteresis and © DP-101-N-P Standard, -100 to +100 kPa, PNP 73K7747 = 
© Broad Temperature Compensation Range -29 to @ DP-102-N Standard, -1 to 1 Mpa, NPN 73K7758 = 
85°C (-20 to 185°F) Accessories 
@ 5-Point NIST Traceable Calibration Included 5 
© Outputs include mV/V, 0 to 5V or 0 to 10V, 4 _ | Price Each_ 
to 20mA ——__Mig. PartNo. RRS [CKD 0S cd 
@ 10 in-H20 to 5000 psi Ranges @ MS-DP1-1 73K9069 = 
Twist Lock Termination @ MS-DP1-2 73K9070 7.10 
Pressure Voltage | Price Each_ @ MS-DP1-3 73K9071 Ee 
Mfg. Part No. Range Rating Output Stock No. ‘he phic 
Absolute, 1/4” - 18 NPT = 
PX429-250A5V/N 17.2bar 30VDC Voltage 3272186 a . 
PX429-500A5V/N 34.5bar 30VDC Voltage 3272202 zs Cable Assemblies 
Cable Price Each 
PIM_212887 Length pee 
Mfg. Part No. Imperial Stock No. 1-9+ 
@ CN-14A-C1 3.28ft 73K7605 = 
@ CN-14A-C2 6.56ft 73K7606 8.47 
@ CN-14A-C3 9.84ft 73K7607 a 
@ CN-14A-C5 16.4ft 73K7608 a 
PIM_5511048 
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SWITCHES & SENSORS 
SENSO PRESSURE 


Cable Price Each BAROMETRIC MODULE 
Length © 6 coefficients for software compensation stored on-chip = TE 
Mfg. Part No. Imperial Stock No. 1-9+ © Piezoresistive silicon micromachined sensor ee seme 
M8 Sensor Straight 4 Position Receptacle - Free End © Integrated miniature pressure sensor 6.2 x 6.4 mm 
e 16 Bit ADC AUTHORIZED DISTRIBUTOR 
@ CN-24A-C2 6.56ft 96H2181 - © 3.wire serial interface 
@ CN-24A-C5 16.4ft 96H2182 = © 1 system clock line (32.768 kHz) 
Wire to Board 4 Position Receptacle - Free End : Low it low aie ee pease ° 
arometer/altimeter modules are -hybrid devices 
@ CN-4ARC1 3.28ft GENGZCE — including a precision piezoresistive pressure sensor 
@ CN-14A-R-C2 6.561ft 08N8767 — and an ADC-Interface IC. It provides a 16 Bit data word 
@ CN-14A-R-C3 9.8428 08N8768 a from a pressure and temperature dependent voltage. It 
is a low power, low voltage device with automatic power 
OCNMARCS | 16404Ft | 8NB7ED | = down (ON/OFF) switching, A 3-wire interface is used for all 
PIM_5511047 communications with a micro-controller. 
Compared to the previous version the ESD sensitivity level has been improved to 4kV on all pins. 
325540009-00 is the miniature version of 325534009-00 
Connector Kits 7 
- Pressure Voltage Price Each 
| Price Each_ Mfg. Part No. Range Rating Output Stock No. 1-99+ 
Mfg. Part No. Stock No. 1-9+ Absolute 
@ CN-14A O8N876S a 325540009-00 {bar 3.6V Digital 03AC2134. | 21.01 
PIM_5511049 325534009-00 1Abar 3.6V Digital 99w2111 36.82 
Sa es eee PIM_5740174 
MS4515DO PRESSURE TRANSDUCER 
@ PCB Mounted Digital Output Transducer -_ TE 
inati —_ ELECTRONIC PRESSURE SENSORS + 
© Combination Temperature and Pressure e connectivity Sch neide r 


The MS4515D0 is a small, ceramic based, PCB mounted ennene atm ; pees ue 4 digit display 
pressure transducer from Measurement Specialties. sloense 


P 
¢ 
The transducer is built using the latest CMOS sensor & JI * eile = robust 
conditioning circuitry to create a low cost, high performance ~ _ 7 Imple to setup 


digital output pressure (14bit) and temperature (11bit) Combined with a pressure transmitter, the ZMLP switch with display 
transducer designed to meet the strictest requirements 4 


& Electric 
RoHS 

Sepeinpiant 

Available 


converts an analog signal into one or two switching outputs with 
from OEM customers. adjustable thresholds. It can also be used to display the measured 
pressure. One of 27 display ranges, from -14.5 to 6000, can be 
selected for this purpose, meaning the switch can adapt to the 


majority of pressure transmitters, whether calibrated in bar, psi or 


Pressure Voltage Price Each pascal 
Mfg. Part No. Range Rating Output Stock No. 1-49+ 
Differential, Dual Port Price Each 
@ 4525D0-DS5AI001DP 30Inch-H20 5VDC Digital 03AC2165 76.81 Mfg. Part No. Contacts Stock No. 1-4+ 
PIM_5740205 Stud, M12 Connector, 2 x PNP Output, Hysteresis Switching Mode 
@ ZMLPA2P0SH SPST-NO, SPST-NC 55Y4807 364.80 
MINIATURE SENSOR MODULES Stud, M12 Connector, 4-20mA / PNP Output, Hysteresis Switching Mode 
© High resolution module oS TE @ ZMLPA1P2SH SPST-NO, SPST-NC 55Y4804 243.20 
© Fast conversion down to 1 ms ears Stud, M12 Connector, 4-20mA / PNP Output, Window Switching Mode 
© Low power, 1 yA S a 7 7 
© Integrated digital pressure sensor GaTisRzes BaTLnOR @ ZMLPA1P2SW SPST-NO, SPST-NC 55Y4805 282.66 
© Supply voltage 1.8 to 3.6 V PIM_5539500 
@ |2C and SPI interface (Mode 0,3) 
@ No external components (Internal oscillator) 
© Excellent long term stability ELECTRONIC PRESSURE SENSORS Schneider 
© Hermetically sealable for outdoor devices © 4 digit display : & 4 
These sensor modules include a high linearity pressure © Compact plastic body — Electric 
sensor and an ultra low power 24 bit AZ ADC with internal © Stainless steel 3161 fluid entry 
factory calibrated coefficients. It provides a precise digital © Analog and solid state output 
24 Bit pressure and temperature value and different operation modes that allow the user to optimize for RoHS | 
conversion speed and current consumption. The gel protection and antimagnetic stainless steel cap allows the aap 
use in 100m waterproof watches. 
Pressure Voltage Price Each 
Mfg. Part No. Range Rating Output Stock No. 1-99+ 
Absolute 
MS580301BA01-00 1bar 3.6V Digital 03AC1588 36.04 - 
MS580302BA01-00 2b 3.6V a l 03AC1589 Pressure Voltage —— 
= a ila 24.29 Mfg. Part No. Range Rating Output Stock No. 1-9+ 
MS580305BA01-00 5bar 3.6V Digital 03AC1590 36.04 1/4” - 18 NPT, 0-10V Analog Output 
MS580314BA01-00 ‘4bar 3.6V Digital OSAC1S 21S ZNI6) @ XMLROO1GOT76 ‘bar 24VDC Voltage 554658 378.54 
@ MS580330BA01-00 30bar 3.6V Digital 44Y7864 = @ XMLRO10G0T76 10bar 24VDC Voltage 55Y4672 378.54 
PINES (72814 @ XMLR250M1P76 250bar 24VDC PNP 55Y4773 573.65 
1/4” - 18 NPT, 4-20 mA Analog Output 
MINIATURE PRESSURE SENSOR MODULE @ XMLRM01G0T26 Obar 24VDC Curreni 55Y4639 378.54 
: — us bar crane Leesa range One ere @ XMLRM01G1P26 Obar 24VDC PNP 55Y4645 = 
© 6 coefficients for software compensation stored on-chip 
© Piezoresistive silicon micromachined sensor @ XMLR001G0T26 ‘bar 24VDC Curren SSY4656 456.11 
© Integrated miniature pressure sensor 6.2 x 6.4 mm @ XMLRO01G1P26 ‘bar 24VDC PNP 55Y4663 547.05 
® 16 BitADC @ XMLR2D5G1P26 2.5bar 24VDC PNP 55Y4759 547.05 
© 3-wire serial interface 0b. PAVDC Ci 55Y4670 
© 14 system clock line (32.768 kHz) © XMLRO10G0T26 ar urren 453.52 
© Low voltage and low power consumption @ XMLR010G1P26 10bar 24VDC PNP 55Y4678 502.23 
The MS5541C is the miniature version of MS5535C @ XMLRO16G1P26 16bar 24VDC PNP 55Y4697 547.05 
pressure sensor module. It contains a_ precision @ XMLRO25G0T26 25bar 24VDC Curren 55Y4703 453.52 
piezoresistive pressure sensor and an improved version = SB - 
of the 16 Bit Micropower Sensor interface IC known from @ XMLR025G1P26 25bar 24VDC N 55Y4709 547.05 
the MS5535C. _ ; ; ; : toe ; , : @ XMLR040G1P26 40bar 24VDC PNP 55Y4722 469.17 
It uses an antimagnetic polished Stainless steel ting for sealing with O-ring. The sensor provides 16 Bit @ XMLR100MOT26 100bar 24VDC Curren 55Y4731 482.76 
pressure and temperature data via a 3 wire serial interface that can be easily interfaced with 4 Bit low power aT 
microcontrollers. 64 Bit of factory programmed PROM provides calibration data for a highly accurate pressure @ XMLR100M1P26 100bar 24VDC N 55Y4737 396.60 
and temperature calculation. @ XMLR250M0T26 250bar 24VDC Curren 55Y4766 ey 
Pressure Voltage Tape Cut @ XMLR250M1P26 250bar 24VDC PNP 55Y4771 491.97 
Mfg. Part No. Range Rating Output Stock No. 1-999+ @ XMLR400M1P26 400bar 24VDC PNP 554789 410.64 
Absolute 
325541009-50 14bar 3.6V Digital 99W2115 17.83 
PIM_5740176 
: > CONTINUED > 
1.800.463.9275 © newark.com SWiories elementiy 1091 
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ELECTRONIC PRESSURE SENSORS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


FS20 LOW FORCE COMPRESSION LOAD CELL (CONT.) 


Pressure Voltage [Price Each Load | Price Each 
Mfg. Part No. Range Rating Output Stock No. 1-9+ Mfg. Part No. Capacity Stock No. 1-9+ 

1/4” - 18 NPT, Dual Solid State Output, 4-20 mA Analog Output @ FS2050-0000-1500-G 1.5kg 48P5271 69.25 
@ XMLRM01G2P26 Obar 24VDC PNP 55Y4654 573.65 FS2030-000X-0500-G 500g 03AC1379 108.70 
@ XMLRO10G2P26 10bar 24VDC PNP 55Y4690 491.97 PIM. 5740258 

1/4” - 18 NPT, Dual Solid State Output, No Analog Output 

@ XMLRO10G2N06 10bar 24VDC NPN 55Y4682 353.54 

@ XMILRO10G2P06 0bar 2aVDC PNP sevaes? | 414.72 ee Ser Erne Honeywell 
PIM_5532771 © For applications where transducer must be located = - 


FSS-SMT SERIES FORCE SENSOR 


Features: 

@ Surface mount technology allows for automated 
assembly and may eliminate hand soldering 

@ Maximum peak reflow temperature 260°C. 

(500°F] allows for the use of reflow profiles for 

lead-free RoHS-compliant solders 

@ Low deflection (30 microns typical at full scale) 

and fast response help reduce measurement 

errors 

@ Provides enhanced sensitivity without compro- Specification: 
mising signal integrity, resulting in low system nois and reducing measurement errors 7 ly volta ee 3 

© Direct mechanical coupling of the autuation ball to the sense element reduces coupling to BYE ge: 
errors and keeps mechanical hysteresis to a minimum © Operating temper- 

© Reliable product with 20 million Mean Cycle To Failure (MCTF) at 25 °C [77 °F] rating ° Fok “40 40) i 


Honeywell 

Gein : 
Compliant 
Available 


allows for consistent output over time and reduces repairs of replacements 85 °C [185 °F] 

@ Small size minimizes space on the PCB © Force non-linearity 

@ Precision force sensing enhances accuracy (BFSL): +/- 0.7 

© Electrically ratiometric output accommodates supply voltage variations, leading to low t +4 5 mak 
ratiometricity error q _ , : 

@ Ratiometric output and low voltage supply allows for use in battery powered applications ff Gtresistance: 

@ High resistance to electrostatic discharge (ESD) (8kV) meets ESD sensitivity classifica- 4 Ain 50t _ 
ion level 3, eliminating special handduring assembly 60 ax conn 

© Sensor output is virtually insensitive to mounting stresses e Output resistance: 

© Potential medical and industrial applications include occlusion detection, load and 4.0 min, 5.0 . 
compression sensing, and variable tension control in: Infusion pumps, ambulatory non 60 ax Loh 
invasive pumps, kidney dialysis machines, enteral pumps, wire bonding equipment The ‘Ess SMT 


Series force sensor is designed to provide precise and reliable force sensing performance in a compact 
commercial-grade package. The sensor incorporates Honeywell sensing technology that uses a specialized 
piezoresistive micromachined silicon sensing element. The low power, unamplified, uncompensated Wheatstone 
bridge circuit design provides inherently stable millivolt output over the force range. 


Load Price Each 
Mfg. Part No. Capacity Stock No. 1-4+ 
@ FSS1500NGT 1.5kg 25R1227 116.30 
PIM_153453 


FX19 COMPRESSION LOAD CELLS 
@ High reliability design for OEM, appliance and medical applications 
© Compact coin cell package 

@ Anti rotation mounting features 
®@ CE compliance 


The FX19 units are intended for OEM use in laboratory, 


AUTHORIZED DISTRIBUTOR 


away from the display 
@ Long signal transmission with minimal signal loss 
© Compatible with any strain gage sensor 
@ Meets NEMA 4 and IP66 ratings for water resistance 
Specifications: 
© Operating voltage: 18-32VDC 
© Linearity: 0.02% F.S. 


Price Each 
Mfg. Part No. Accuracy | Output Channels Input Output | Stock No. 1-4+ 
060-6827-03 0.02 % 1 Channels Bridge | Current 29M9216 760.82 
060-6827-04 0.02 % 1 Channels Bridge | Voltage 29M9217 776.04 
PIM_90545 


MODEL 53 LOW COST LOAD CELLS 


Features: 

© Designed for low cost production and testing 
applications 

© Stainless steel welded construction 

@ Excellent long-term stability and reliability under 
severe operating conditions 

@ Integral load button machined as part of the 


Honeywell 


© Operating tem- 


load cell perature: -65°F to 
Specifications: 250°F 
© 40.25% non-linearity © Bonded foil strain gage 
@ Infinite resolution © Shunt calibration data included 
© Output: 2mV/V © Integral 5ft teflon cable termination 
Load Price Each 
Mfg. Part No. Capacity Stock No. 1-4+ 
060-0238-05 500Ib 27M2018 934.81 
060-0238-07 1000Ib 27M2019 963.33 
060-0238-10 2000Ib 27M2020 963.33 
060-0239-04 5000Ib 27M2021 941.44 
060-0239-08 10000Ib 27M2022 1707.48 
060-0240-02 20000Ib 27M2023 1317.87 
060-0241-04 50000Ib 27M2024 1556.04 


PIM_90229 


FSS LOW PROFILE FORCE SENSORS 


Features: 


Honeywell 


scitt ila ® True surface mount technology %, RoHS 
EreatTICigh pispsfomancs. vali. cohen & Maximum peak refow temperature of 260 °C [500 “F] \ Seti 
load cells. The FX19 is a 1% load cell device with full scale : Ea Grae nnencrea 25°C [17 °F] 
ranges of compression. This new, low-cost technology @ Electrically ratiometric outpu ) 
A : r ” % 
enables ae sa Tsai oe new class of “smart Extremely low deflection (30 microns typ. @ full scale) 
CORSUIMES ane Medical Proguets. © High ESD resistance 8 kV . 
- : epi © Occlusion 
Price Each Typical applications: : 
Mfg. Part No e ane Stock No 1-94 Medical iusion pumps acre ee 
ED - P - @ Ambulatory noninvasive pump pressure sone y Helse MACHNes 
Without Cable @ Load and compression sensing 
FX1900-0000-0025-L 5lb 03AC1381 30.10 The FS Series sensors provide precise reliable force sensing performance in a compact commercial grade 
- package at a cost effective price. The sensor features a proven sensing technology that uses a specialized 
2 ft Cable piezoresistive micromachined silicon sensing element. The low power, unamplified, uncompensated Wheatstone 
FX1901-0001-0025-L 25lb 03AC1382 16.48 bridge circuit design provides inherently stable mV outputs over the force range. 
FX1901-0001-0050-L 50lb 03AC1383 45.11 Load Price Each 
FX1901-0001-0200-L 200Ib 03AC1385 17.50 Mfg. Part No. Capacity Stock No. 1-4+ 
PIM_5740260 @ FSS1500NST 1.5kg 62M4283 67.23 
PIM_155304 


FS20 LOW FORCE COMPRESSION LOAD CELL 


The FS20 is a low compression force sensor that creates new markets previously 
unrealizable due to cost and performance constraints. The FS20 offers normalized zero 
and span for interchangeability and is thermally compensated for changes in zero and 
span with respect to temperature. 
The FS20 incorporates TE's proprietary Microfused 
technology which employs micromachined _ silicon 
piezoresistive strain gages fused with high temperature 
glass to a high performance stainless steel substrate. 
Microfused technology eliminates age-sensitive organic 
epoxies used in traditional load cell designs providing 
excellent long term span and zero stability. The FS20 
measures direct force and is therefore not subject to lead 
die fatigue failure common with competitive designs which 
use a pressure capsule embedded within a silicone gelfilled cavity. Operating at very low strains, Microfused 
technology provides an essentially unlimited cycle life expectancy, superior resolution, and high over-range 
capabilities. 


iis 


connectivity 


AUTHORIZED DISTRIBUTOR 


> CONTINUED > 


MODEL 13 SUBMINIATURE LOAD CELLS 


Features: 
® Stainless steel construction 
@ Measure load ranges from 1000g to 1000lbs 
@ mV output 
© Subminiature dimensions, with height ranging 
from 0.13 to 0.25in, allow easy incorporation into 
limited applications 
Specifications: 
© Infinite resolution © Foil strain gage 
© Electrical termination: Integral 5ft twisted cable with ® Shunt calibration data included 


Honeywell 


balance board included 2ft from load cell © Operating temperature: -65°F to 250°F 
Load Price Each 
Mfg. Part No. Capacity Stock No. 1-4+ 
060-2443-06 10Ib 27M3391 737.36 
060-2443-07 25lb 27M3392 1385.28 
> CONTINUED > 


1092 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


MODEL 13 SUBMINIATURE LOAD CELLS (CONT.) 


Load Price Each 
Mfg. Part No. Capacity Stock No. 1-4+ 
060-2444-03 100Ib 27M3394 1112.73 
060-2444-06 250Ib 27M3395 966.93 
060-2443-02 1000g 27M3390 1267.22 
060-2445-04 1000Ib 27M3396 1075.93 


PIM_90228 


MODEL 3132 GENERAL PURPOSE LOAD CELLS 


Features: 

@ Low profile 

@ Low sensitivity to extraneous loads 

@ Rugged welded construction 

© No moving parts 

Specifications: 

© Operating temperature: -65°F to +200°F 
@ +0.1% non-linearity 

© 340.25% mV/V output 


Honeywell 


Load Price Each 
Mfg. Part No. Capacity Stock No. 1-4+ 
3132-1K 1000Ib 27M2045 3348.17 


PIM_90227 


MODEL 31 PRECISION LOW AND MID RANGE 
LOAD CELLS 


Features: 

© Stainless steel welded construction 

@ Miniature design 

@ Measure wide range of both tension and compression 
load forces from 250g to 1,000Ibs 

© Shunt calibration data included 

@ Other applications include cable tension and electrome- 
chanical parts testing 

Specifications: 

© Male threads 

@ Infinite resolution 


Honeywell 


© Foil or semiconductor strain gage type © Operating temperature range: -65°F to 250°F 
© Integral 5ft. teflon cable termination ® Call for higher ranges greater than 2,000lbs 
Load Price Each 
Mfg. Part No. Capacity Stock No. 1-4+ 

060-1426-04 10lb 27M1583 1371.22 
060-1430-04 251b 27M1584 1508.41 
060-1430-05 50lb 27M1579 1508.41 
060-1430-06 100Ib 27M1585 1426.24 
AL311AN 4A 250g 27M1580 1446.24 
060-1426-02 1000g 27M1581 1508.41 

PIM_90038 

LCGB SERIES MINIATURE INDUSTRIAL WW NEWPORT’ 

COMPRESSION LOAD CELLS 

© Stainless Steel 

@ High Accuracy f 

© Low Profile 

© Miniature Size 

The LCGB Series comprises miniature low-profile 

compression load cells with excellent long-term 

stability. An all stainless steel construction ensures 

reliability in harsh industrial environments. These 7 

cells are designed to be mounted on a flat surface “~~ 

using cap screws to secure them to the base. A load 

button is integral to their basic construction for even force distribution. 

Load Price Each 
Mfg. Part No. Capacity Stock No. 1+ 

LCGB-5K/N 5000Ib 11R7356 a 

PIM_212886 


PCB Fabrication 


Quality U.S.-based manufacturers — 
as fast as 48-hour turnaround! 


& Assembly 


element14.com/designcenter 


PIM_5624858 


1.800.463.9275 © newark.com 


SWITCHES & SENSORS 


SENSORS — FORCE 
LCKD SERIES SUBMINIATURE INDUSTRIAL LOAD WW NEWPORT’ 
CELLS 
Features: 


® Miniature size, low profile design 
© Rugged all stainless steel 
construction 
@ High-performance strain gauges 
provide superior linearity and 
stability 
© Temperature compensation through 
a miniature circuit board in load 
cell's cable 
@ 5-Point NIST traceable calibration 
included for accurate installation 
@ Designed to mount on smooth, flat surfaces 
@ Measures load ranges from 1kg to 1000 Ib. 
Specifications: 
@ Excitation: 5VDC (7VDC max.) 
@ Output: 2mV/V nominal 
@ 5-Point calibration (in tension): 0%, 50%, 100%, 


@ Hysteresis (FSO): £0.25% 
© Repeatability (FSO): +0.10% 
® Zero balance: +2% of FSO 
© Operating temperature range: -54 to 
121°C (-65 to 250°F) 
@ Thermal effects: Zero 0.009%/Span 0.018% 
FSo/°c 
© Safe overload: 150% of capacity 


50%, 0% © Ultimate overload: 300% of capacity 
© Linearity (FSO): +0.25% © Bridge resistance: 3500 min. 
© Full scale deflection: 0.001 to 0.003" 
Load Price Each 
Mfg. Part No. Capacity Stock No. [ 
LCKD-1KG/N 2.2Ib 34C3637 ae 
LCKD-5/N 5Ib 20€3976 wer 
LCKD-10/N 10lb 04X5613 SS 
LCKD-25/N 25lb 04X5615 — 
LCKD-50/N 50Ib 04X5616 -— 
LCKD-100/N 100Ib 04X5614 
LCKD-250/N 250Ib 79M5857 
LCKD-500/N 500Ib 04X5617 
LCKD-1000/N 1000Ib 53R1512 
PIM_211568 


HALL EFFECT CURRENT SENSORS 


~» 6 

8.) hn 

; | », 

we ye 
> Q- 

20 31 020 0101 


© Generators e@ USV 
@ Electrical drives @ Other power electronic applicati 
© Switch mode power supplies ons 


20 31 030 0101 20 31 050 9101 


20 31 050 8101 
RoHS 
Compliant 
Available 


Hall effect current sensors are used for current measurement in power electronic applications. The hall effect 


sensors can measure different kinds of currents (AC, DC, pulsed... ). 
Current Supply Voltage Price Each 
Mfg. Part No. Description Range AC DC Stock No. 1-9+ 
Current, 0.5 % 
@ 20310300101 SpringClamp OAto500A 12Vto24V 87X1114 154.71 
Current, 0.6 % 
@ 20310500101 SpringClamp OAto800A 15Vto24V 87X1116 161.30 
@ 20310508101 WithMountingFeet OAto1.2kA 15Vto24V 87X1118 233.56 
@ 20310509101 WithoutMountingFeet | OAto1.2kA 15Vto24V 87X1120 213.41 
Current, 0.8 % 
@ 20 31 0200101 Faston OAto300A 12Vto15V 87X1111 101.15 
@ 20310200102 SpringClamp OAto300A 12Vto15V 87X1112 105.99 
PIM_5465906 


MINIATURE OPEN-LOOP/WIRED OPEN-LOOP 
CURRENT SENSORS 


Honeywell 


CSLS Series 


CSLT Series CSLW Series 


© Sensed current type: AC or DC © Supply voltage: 4.5 Vdc to 10.5 Vde 

© Output tyype: Sink/Source @ Response time: 3 Us 

© Supply current: 9mA max. © Operating temperature: -25°C to 100°C 
Open-loop current sensors incorporate our SS490 Series miniature ratiometric linear Halleffect sensor (MRLTM). 


The sensing element is encapsulated in a printed circuit board-mountable plastic package. 


> CONTINUED > 
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MINIATURE OPEN-LOOP/WIRED OPEN-LOOP CURRENT SENSORS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


AMPHENOL ADVANCED SENSORS 1T6613+T6615 (CONT.) 


Current Supply Voltage Price Each Price Each 
Mfg. Part No. Range AC Dc Stock No. 1-4+ Mfg. Part No. Particle Count Accuracy Stock No. 1+ 
Sink / Source Carbon Dioxide, Diffusion 
CSLW6B1 -1Ato1A 4.5Vt010.5V 62M4098 17.15 @ 16613 2000ppm 5% 2976816 = 
CSLW6B40M -40mAto40mA 4.5Vto10.5V 62M4100 29.72 @ 16615 2000ppm 10% 296824 127.18 
CSLS6B60 -B0At060A 4.5Vt010.5V 62M4096 e25) @ 16613-5K 5000ppm 5% 29Y6821 106.53 
CSLT6B100 -100Ato100A 4.5Vto10.5V 62M4097 7.28 @ T6615-5K 5000ppm 10% 296830 95155: 
CSLW6B200M -200mAto200mA 4.5Vto10.5V 62M4099 21.71 @ T6615-10K 10000ppm 10% 296828 110.54 
PIM_197690 @ 16615-50K 50000ppm 10% 296832 110.54 
Carbon Dioxide, Diffusion, 12 Second Rate 
CSLA SERIES HALL-EFFECTLINEAROUTPUT Higneywell 2o =” ZNpon ae 2S 6820S [EANOG 
CURRENT SENSORS yw © T6615-R12 2000ppm 10% 296827 45.00 
RoHS Carbon Dioxide, Diffusion with Gas Ports 
Soren © 16613-C 2000ppm 5% 2976817 157.36 
@ 16613-5KC 5000ppm 5% 296822 98.10 
Carbon Dioxide, Flow Through 
@ 16613-F 2000ppm 5% 29Y6819 136.82 
@ 16615-F 2000ppm 10% 296826 108.55 
CSLA series solid-state sensors provide output voltage directly proportional to current flow. AC or DC sensing. © 76613-5KF 5000ppm 5% 2976823 98.10 
8-16VDC supply for CSLA1 series. 6-12VDC supply for CSLA2 series. CSLA2 series feature temperature @ 16615-5KF 5000ppm 10% 29Y6831 108.55 
compensation circuitry. Offset voltage: Vs/2. Output voltage swings from 25% of Vs to 75% of Vs. NOTE: Thru- @ 16615-10KF 10000ppm 10% 29Y6829 110.54 
hole design does not require electrical connection to sensed current. Max. sensed current is only limited by the 5 
conductor size. 3usec. response time. Sensors with 57A to 950A capabilities also available; go online or call. @ 16615-S0KF 50000ppm 10% 2976833 110.54 
Current Supply Voltage | Price Each Price Each 
Mfg. Part No. Description Range AC Dc Stock No. 1-4+ Mfg. Part No. Description Stock No. 1+ 
Sink / Source @ 16613-EVAL Development Kit for Evaluating T6613 Sensors 296818 128.34 
CSLA2CE BottomMount -92At092A 6Vto12V 50F5296 37.83 @ 16615-EVAL Development Kit for Evaluating T6615 Sensors 29Y6825 85.27 
@ CSLA2CF BottomMount -125Ato125A 6Vto12V 10M8410 32.28 PIM_5465908 
@ CSLA2DJ BottomMount -225At0225A 6Vto12V 48F2802 68.86 
@ CSLA1DJ BottomMount -225At0225A 8Vto16V 10M8407 33.65 AMPHENOL ADVANCED SENSORS T6713 Am henol 
@ CSLAICD SideMount -STAtOSTA 8Vto16V 10M8406 38.66 @ Ideal for applications where CO2 levels need to be measured and controlled p 
@ CSLA2GF SideMount -125Ato125A 6Vto12V 16M2419 44.03 for indoor air quality ; Advanced Sensors 
© CSLAZEL SideMount | -550At0550A 6Vio12V fem2ai7 | 75.42 e -Avaffordable:gas sensing solutionifor OEMs. -. .. 
® Areliable sensor design based on 15 years of engi- 
Source neering and manufacturing expertise 
@ CSLA2CD BottomMount -T2At072A 6Vto12V 10M8409 38.75 © Flexible CO2 sensor platform designed to interact with 
7 other microprocessor devices 
@ CSLAZGE poupmnieun eee evel’, HERA) ae @ Eliminates the need for calibration in most applications 
@ CSLAICF BottomMount -100Ato100A 8Vto16V 16M2414 44.65 with patented ABC Logic software 
@ CSLA2DH BottomMount -235At0235A 6Vto12V 16M2415 53.85 © Lifetime calibration warranty 
PIM_3477 


CSN SERIES HALL-EFFECT NULL-BALANCE 
LINEAR CURRENT SENSORS 


Honeywell 
pie ; 

Compliant 

Available 


CSNA111 
CSNE151 
CSN series solid-state sensors measure AC, DC, and impulse currents. Operation based on the Hall-effect 
principle and the null-balance or zero magnetic flux method (feedback system). The magnetic field on the sensor 
is constantly controlled at zero. The amount of current required to balance zero flux is the measure of primary 
current flowing through conductor multiplied by the ratio of the primary to secondary windings. +0.5% accuracy. 
Response time: 1psec. NOTE: Thru-hole design does not require electrical connection to the sensed current. 
Max. sensed current is only limited by the conductor size. Sensors with up to 1200A of sensed current also 


Price Each 
Mfg. Part No. Particle Count Accuracy Stock No. 1+ 
Carbon Dioxide, Non-dispersive Infrared (NDIR) 
@ 16713 2000ppm 3% 29Y6836 = 
@ 16713-5K 5000ppm 3% 29Y6838 89.01 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ 16713-5K-EVAL Development Kit for T6713-5K Sensors 29Y6839 70.75 
@ 16713-EVAL Development Kit for T6713 Sensors 29Y6837 128.34 
PIM_5465909 
T3000 SERIES CO2 SENSORS 
Accurate carbon dioxide transmitter for HVAC control applications Am p h e n Oo I 


Easy mount with 2 external tabs. Advanced Sensors 


ro) 
e 
@ Rated up to IP67 (build dependent) 
e 
e 
e 


available; go online or call. Non-Dispersive Infra-Red measuring technology 
Current Supply Voltage Price Each Sensors are shipped factory calibrated 
Mfg. Part No. Range AC DC Stock No. 14+ Accuracy for 10 year life 
Closed Loop, 0.5 % © Extended operating temperature range 
Pere The T3000 series is a range of sensors designed to meet 
@ CSNE151 SAtO36A “15Vto15V 10M8412 60.46 the specific needs of customers who require measuring 
Current, 0.5 % Carbon Dioxide in harsh or difficult environments. Based 
on a series of modules the casing offers a number of 
Scena eTOAtaIOA, aw )y (ONES SUnS) combinations to meet the needs of range, supply voltage, 
@ CSNE151100 -90Ato90A 12Vto15V 38B4697 59.06 and output type in a range of applications. Example 
@ CSNK500M -1275Ato1275A. 15Vto18V 7133561 234.48 applications include incubators, buses, refrigerators, subway stations, and railway carriages 
PIM_3410 Price Each 
Mfg. Part No. Particle Count Accuracy Stock No. 1-499+ 
AM PHENOL ADVANCED SENSORS 16613+16615 Am p h eno | Carbon Dioxide, Non-dispersive ae (NDIR), T3034 = — 
© Compact CO2 Module Designed to Integrate Into Existing Controls and 73031-2-2K-24-P ppm i 265.88 
Equipment Advanced Sensors 73031-2-5K-24-P 5000ppm 5% 01AC3558 440.64 
© An affordable gas sensing solution for OEMs 4 73031-2-10K-24-P 10000ppm 5% 01AC3556 440.64 
@ Areliable sensor design based on 15 years of Carbon Dioxide, Non-di ive Infrared (NDIR), 13032 
engineering and manufacturing expertise arbon Dioxide, Non-dispersive Infrared ( )s 
© Flexible CO2 sensor platform designed to T3032-2-10K-24-P 10000ppm 5% 01AC3559 390.66 


interact with other microprocessor devices 

@ Eliminates the need for calibration in most appli- 
cations with patented ABC Logic software 

@ Lifetime calibration warranty 


> CONTINUED > 
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1094 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


HONEYWELL ZEPHYR™ DIGITAL AIRFLOW HAF 
SERIES HIGH ACCURACY SENSORS 


Honeywell 


ae 


22mm O.D. Tapered Male 
Fitting Port 


Long Port, Fastener Mount Manifold Mount Port G 3/8 Female Threaded 


Fitting Port 
need for two airflow sensors, help- Gein 


Features 
© Full calibration and temperature compensation typ- ing customers reduce production 
ically allow customers to remove additional signal costs and implementation time 
conditioning components from the PCB, reducing — ® Insensitivity to mounting orientation allows 
PCB size and costs often associated with those customers to position sensor in the most optimal 


Compliant 
Available 


components (e.g., acquisition, inventory, assembly) point in the system, eliminating concern for 
@ Fast response time allows a customer's application Positional effects 
to respond quickly to airflow change, important in @ Insensitivity to altitude eliminates customer-imple- 
medical (i.e., anesthesia) and industrial (i.e., fume mented altitude adjustments in the system, easing 
hood) applications integration and reducing production costs by not 
@ High 12-bit resolution increases ability to sense having to purchase additional sensors for altitude 
small airflow changes, allowing customers to more adjustments 
precisely control their application © RoHS-compliant materials meet Directive 2002/95/ 
@ Bidirectional flow sensing capability eliminates the EC 
Price Each 
Mfg. Part No. Flow Rate Pressure Accuracy Stock No. 1-4+ 
2.97 V - 3.63 V, Bidirectional, Long Port, Fastener Mount 
@ HAFBLF0200C2AX3 200cc/min 25psi 2.5% 80R9329 162.60 
2.97 V - 3.63 V, Bidirectional, Short Port, Snap Mount 
@ HAFBSS0200C2AX3 200cc/min 25psi 2.5% 73R1095 — 
3 V - 10 V, Unidirectional, 22mm Fitting 
HAFUHH0010L4AX’ Ol/min-10!/min 60psi 0.5% 29X1294 326.67 
HAFUHH0015L4AX Ol/min-15l/min 60psi 0.5% 29X1295 ae 
HAFUHHOOSOL4AXT Ol/min-50!/min 60psi 0.5% 29X1296 = 
HAFUHHO0100L4AX Ol/min-100l/min 60psi 0.5% 29X1297 234.08 
HAFUHHO0300L4AX Ol/min-300l/min 60psi 0.5% 29X1298 255.54 
HAFUHHO0020L4AXT 20\/min 60psi 0.5% 56W4818 205.16 
HAFUHHO0200L4AX 200l/min 60psi 0.5% 56W4820 aes 
3 V - 10 V, Unidirectional, G3/8 Fitting 
HAFUHT0010L4AX Ol/min-10!/min 60psi 0.5% 29X1304 235.82 
HAFUHTO015L4AXT Ol/min-15l/min 60psi 0.5% 29X1305 = 
HAFUHTOOS0L4AXT Ol/min-50l/min 60psi 0.5% 29X1306 239.68 
HAFUHT0100L4AX Ol/min-100l/min 60psi 0.5% 29X1307 ae 
HAFUHTO300L4AX Ol/min-300l/min 60psi 0.5% 29X1308 231033) 
HAFUHT0020L4AX 20\/min 60psi 0.5% 56W4823 257.42 
HAFUHT0200L4AX 200I/min 60psi 0.5% 56W4824 221.62 
3 V- 10 V, Unidirectional, Manifold Mount 
HAFUHM0010L4AXT Ol/min-10!/min 60psi 0.5% 29X1299 267.75 
HAFUHM0015L4AXT Ol/min-15l/min 60psi 0.5% 29X1300 316.64 
HAFUHMO050L4AXT Ol/min-50!/min 60psi 0.5% 29X1301 267.75 
HAFUHM0100L4AXT Ol/min-100l/min 60psi 0.5% 29X1302 348.34 
HAFUHMO0300L4AXT Ol/min-300l/min 60psi 0.5% 29X1303 192.29 
HAFUHM0020L4AXT 20\/min 60psi 0.5% 56W4821 222.80 
HAFUHM0200L4AXT 200l/min 60psi 0.5% 56W4822 ae 
4.5 V - 5.5 V, Bidirectional, Long Port, Fastener Mount 
@ HAFBLFO050C4AX5 50cc/min 25psi ite 8272802 151.39 
@ HAFBLF0750C4AX5 750ce/min 25psi ts 8272804 ha 
4.5 V - 5.5 V, Bidirectional, Long Port, Fastener Mount, Analog 
@ HAFBLFOO50CAAX5 50cc/min 25psi 8272801 144.32 
@ HAFBLFO750CAAX5 750cc/min 25psi 8272803 131.23 


PIM_176221 


AWM SERIES HIGH-FLOW MASS AIRFLOW 


SENSOR 

@ 200 SLPM (Standard Liters Per Minute) flow range 
8-15VDC excitation voltage, 60mW power consumption 
5VDC ratiometric output (@ 10VDCsupply) 

Low pressure drop: 1” H20 typical 

6ms response time 

Provided with AMP 103956-3 connector 

22mm diameter tapered inlet/outlet ports 

AWM series flow sensor features extremely low hysteries 
and repeatability error (less than 0.35% of reading) and is 
inherently accurate over the life of the sensor. 


Honeywell 
Spier ; 

Compliant 

Available 


Price Each 
Mfg. Part No. Flow Rate Pressure Stock No. 1-4+ 
8V-15V 
@ AWM720P1 200I/min 25psi 04M8266 216.15 
PIM_68355 


1.800.463.9275 © newark.com 


SWITCHES & SENSORS 


MICROBRIDGE MASS AIRFLOW 
SENSORS 


Operates on theory of heat transfer due to mass airflow 
directed across surface of a micromachined silicon sensing 
element. Output voltage mV or V varies in proportion to 
mass air or other gas flow through inlet and outlet ports 
of package. Supply voltage (recommended excitation): 
10VDC. Common mode pressure: 25PS! max. Weight: 
10.8 grams. Operating temperature range: -25°C to 
+85°C. Response time: 1.0 msec typ. Dimensions: 1.2H x 0.6W x 1.2"D. SCCM = Standard Cubic Centimeters 
Per Minute. 


RoHS — 
Compliant 
Available 


Price Each 
Mfg. Part No. Flow Rate Pressure Stock No. 1-4+ 

8V-15V 

@ AWM2300V -1000cc/minto1000cc/min 25psi 92F2997 = 
@ AWM2100V -200cc/minto200cc/min 25psi 04M8259 100.53 
@ AWM3100V 200cc/min 25psi 04M8260 184.58 
@ AWM3300V 1000cc/min 25psi 04M8261 192.54 

PIM_5139 


AWM 5000 SERIES MICROBRIDGE HIGHFLOW 
AIRFLOW SENSORS 


Sensors feature a venturi-type flow housing. The 
microbridge chip is in direct contact with the flow stream, 
greatly reducing error possibilities due to orifice or bypass 
channel clogging. Maximum pressure drop of 2.25” 
H20. Maximum output voltage: 5.0VDC. Supply voltage 


Honeywell 
(recommended excitation): 10VDC. Common mode 


. S ee 
Compliant 
Available 
pressure 50PSI max. Gas calibration: CO2 and Argon are 


available. Weight: 60 grams. Operating temperature range: -20°C to +70°C. Response time 60 msec max. 
Dimensions: 1.4H x 1.3W x 6.4” L. SLPM = Standard Liters Per Minute. The sensors are calibrated with nitrogen/ 
Air and that CO2 and argon calibrations are also available. 


Price Each 
Mfg. Part No. Flow Rate Pressure Stock No. 1-4+ 
8V-15V 
@ AWM5101VN 5i/min 5Opsi 92F2998 229.56 
@ AWM5102VN 10I/min 5Opsi 04M8264 94.16 
@ AWM5104VN 20l/min 5Opsi 04M8265 216.28 
PIM_5138 


RFO SERIES FLOW RATE MONITORING SENSORS 


Sensors & Controls 


——— 
Our Experience * Your Solution 


Output signal for RFO series is an on/off pulse of the DC voltage supplied to the unit, it is compatible with all 
digital logic families. Input voltage range is 4.5 to 24VDC. Frequency of the output pulse is proportional to the 
flow rate and ranges from approximately 25Hz at low flow to 225Hz at high flow. 
Port Price Each 
Mfg. Part No. Flow Rate Pressure | Accuracy | Size | Stock No. 1-9+ 
45V-24V 
165421 0.1GPM(US)-5GPM(US) 6.9bar T% 6.35mm | 9208701 221.28 
156261 0.5GPM(US)-5GPM(US) | 13.8bar Th 6.35mm | 9208708 396.85 
155481 1.5GPM(US)-20GPM(US) | 6.9bar 15% 12.7mm | 92C8704 227.59 
194762 8GPM(US)-60GPM(US) | 13.8bar 15% 25.4mm | 9208746 425.98 
PIM_72581 
LFS SERIES PADDLE FLOW SWITCHES 
cynergy3 


> 
i 
‘ 


DIN 43650 Connection 
3” bore 


RoHS — 
Compliant 
Available 


IP65 Aluminum Housing 
© Stainless steel SS304 paddle 
© Use for flow detection in pipes from 1” bore to 


The LFS range of flow switches are paddle devices that are mounted vertically through a socket or upstand 
process connection. 

Electrical connections are made in DIN 43650 connector or within IP65 Aluminum alloy housing which has a 
screw on sealed lid and cable gland. A choice of paddle sizes is supplied with each switch for added flexibility. 


> CONTINUED > 
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SWITCHES & SENSORS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SENSORS — FLOW 


LFS SERIES PADDLE FLOW SWITCHES (CONT.) 


Port Price Each 
Mfg. Part No. Flow Rate Pressure | Accuracy Size Stock No. 1-4+ 

230 V, DIN 43650 

LFS-03 60.6l/min-83.3l/min 20bar 25% 25.4mm | 53W6677 354.11 
230 V, DIN 43650, High Temperature 

LFS-03H 60.6l/min-83.3l/min 20bar 25% 25.4mm 41Y1068 474.75 
230 V, Terminal Head 

LFS-01 15.2I/min-64.4l/min 20bar 25% 25.4mm | 53W6675 446.17 
230 V, Terminal Head, High Temperature 

LFS-01H 15.2I/min-64.4I/min 20bar 25% 25.4mm 41Y1066 495.40 
PIM_5524990 


FS-927 SERIES COMPACT FLOW SWITCHES 
@ Measuring only 1” x 2-3/4” 
@ Brass Housing and Piston 
© 316 Stainless Steel Spring 
e 
e 


Sensors & Controls 


Operating Pressure: 1000 PSIG Max. 
Operating Temperature: -20°F to +200°F (-29°C 
to 93.3°C) 

© Switch: SPST-NO @ No Flow, 20VA 


———— 
Our Experience - Your Solution 


RoHS — 
Compliant 
Available 


RFS TYPE FLOW SET POINT SWITCHES (CONT.) 

@ Combines Visual Confirmation of Flow with Signals When Set Point Is Reached 
Dynamic, Electronic Switch Operation © Operating Temperature: Polypropylene - 20 - 

® Adjustable Switch Point Calibration: A Local LED +180°F; Brass - 20 - +212°F 


Port Price Each 
Mfg. Part No. Flow Rate Pressure | Accuracy Size Stock No. 1-9+ 
155425 0.5GPM(US)-5GPM(US) | 6.9bar 5% 6.35mm | 9208702 396.85 
155485 4GPM(US)-20GPM(US) 6.9bar 5% 12.7mm | 92C8705 361.95 
156268 4GPM(US)-20GPM(US) | 13.8bar 5% 12.7mm | 9208712 497.84 
PIM_72571 


TSSF212 SERIES FLOAT SWITCH WITH TEMPERATURE 
SENSING 

© Compact design with temperature sensing 

@ SS316 float material, SS304 stem material 

@ Temperature measurement from -20°C to 120°C 


The TSSF212 series is a compact external fitting 
device, via 1/2” NPT thread, with a high specification 
thermistor capable of sensing both liquid level and _<@ 
temperature. \ 
The switch action may be reversed by rotating the 
device through 180° 


cynergy3 


© Inlet/Outlet Ports: 1/4” NPT PricelEach 
© Designed for us with water and oil Output Cee 
© Ideal for coolant or lubricant monitoring in Mfg. Part No. Current Pressure, Max. Stock No. ths 
portable equipment and many other applications Stainless Steel 
with space constraints @ TSSF212Y100 600mA 10bar 77Y7080 182.72 
@ TSSF212H100 1A 10bar TTY7079 187.77 
Port Price Each PIM_5740155 
Mfg. Part No. Flow Rate Pressure Accuracy Size Stock No. 1-9+ 
_ OAGPMUS) | Ser | 8 OE SF50 SERIES FLOAT SWITCH WITH SLOSH GUARD 
@ 70821 0.25GPM(US) 69bar 15% 6.35mm 92C8783 192.40 : 0 3 
@ 70822 0.5GPM(US) 69bar 15% 6.35mm | 92C8784 192.40 © Bracket mounted cynersy 
@ 70824 1GPM(US) 69bar 15% 6.35mm 9208786 183.22 © Compact design 
Parr © Temperature up to 80°C 
= © With or without check facility 
@ User configurable N/O (make on rise) or N/C (make on fall) 
LG01 FLOW SWITCH AND BUBBLE DETECTOR The SSF50 series is a compact verticalfloat switch with an 
0 SE NSI RION integral acrylic slosh guard to reduce inadvertent operation in 
SENSORS FOR THE SENSOR COMPANY turbulent fluids. 
LIQUIDS The metal components are manufactured from a combination of 
RoHS 316 and 304 grade stainless steels. 
Gee tinoian The switch action may be reversed by removing the float, 
Available inverting and then refitting it to the central stem 
The unit can be supplied complete with an integral test facility 
whereby the float can be manually raised to check the operation 
@ Maximum flow rate up to 220 ml/min (valid for 1//8” (3.2 mm) or 1//6” (1.6 mm) plastic tubing of the switch. 
H20) © Fast response below 100 ms Price Each 
© Standard Switch Limit at 4.5 ml/min or 0.25 ml/min Wetted materials: inert, bio-compatible (glass, Output [LED | 
(valid for H20) PEEKTM, Teflon® Mfg. Part No. Current Pressure, Max. Stock No. 1+ 
@ Air-/bubble detection enabled © Supply voltage of 5....12V Stainless Steel, With Check Facility 
@ Fluid connections: 1//4-28 standard fittings for OD ar @ SSF50X100X-C 500mA 20bar TIY7046 270.17 
The LGO01 Flow Switch sensor detects ultra-low liquid flow rates or the presence of air in fluidic systems and = = = 
therefore makes them more reliable. The detection of liquid flows is possible within the range of a few ml/min Stainless Steel, Without Check Facility 
and less. The sensor's output signal of either 0 or 5 volts indicates whether the current flow rate is above or @ SSF50X100X 500mA 20bar 77Y7045 247.36 
below the specified flow switch level. At flow rates above this limit the identification of air bubbles within the flow PIM 5740182 
channel is equally consistent. The non-invasive measurement principle of the liquid flow sensor LG01 allows S 
detecting the current state of fluid through the wall of the internal glass capillary. Thus, the sensor provides 
highest bio-compatibility and chemical resistance. Measurements of the liquid flow detector are performed with 
ee SSF216 SERIES EXTRA IONG REACH FLOAT SWITCHES 
© Longest reach for thick walled tanks and boss mounting 


The optional LG01 connectivity kit contains material for electrical and fluidic connections: Assembled flat ribbon 
cable, 30 mm (1-100482-01); 2x barb adapter to connect ID 1.6 mm (1//16”) tubing (Value Plastics ABR004- 
J1A-2); 2x barb adapter to connect ID 3.2 mm (1//8") tubing (Value Plastics ABRO13-J1A-1). 


Port Price Each 


Mfg. Part No. Flow Rate Pressure | Accuracy Size Stock No. 1-9+ 
5V-12V 
@LG01-2000A090 | Ol/min-0.05!/min 3bar 10% 8.9mm | 8879611 192.34 


Ol/min-0.22I/min 3bar 10% 


@ LG01-2000A005 8.9mm | 8879610 192.34 


Price Each 
Stock No. 1+ 
88T9609 34.91 


Mfg. Part No. 
@ LG01 CONNECTIVITY KIT 


PIM_210208 


Description 
Connection Kit 


RFS TYPE FLOW SET POINT SWITCHES 


be 


ems 


Sensors & Controls 


———e 
Our Experience - Your Solution 


SS  —————| 


aL i 


B 
VAC Versions 


VDC Versions 


> CONTINUED > 


© Float material 316, stem material 304 


rm cynergy3 
@ External mount via 1” thread, so does not NPT 


require access to the inside of the tank for fitting —" pais 
@ N/O or NIC switching action se 
The 216 float switches are externally SSF mounted 


horizontal switches. This switch has an extra-long 

reach to provide a 

solution for extra thick tank walls or for mounting through welded-on 1” NPT bosses. 

The 1” thread enables the switches to NPT be fitted through the wall of a tank from the outside, so does not 
require access to 

the inside of the tank. 

The float switch can be fitted to achieve either N/O (make on rise) or N/C (make on fall) switching action by 
simply rotating 

the switch through 180°. 


Output Price Each 
Mfg. Part No. Current Pressure, Max. Stock No. i+ 
Stainless Steel 
@ SSF216XPL 500mA 10bar 77Y7044 224.55 
PIM_5740150 


Custom Rocker Switches 


Designed with your choice of: color, text, logo, icon 


Call 800.463.9275 or email: customswitches@newark.com 


PIM_5624868 


1096 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


SWITCHES & SENSORS 


SENSORS — LIQUID LEVEL 


MC SERIES FLOAT SWITCH RSF/TSF70, RSF/TSF80 SERIES LIQUID LEVEL SENSORS — HORIZONTAL 
The cable end float switch MC Series - is insensitive to humidity cynergy3 EXTERNAL MOUNT (CONT.) 
and condensation and is designed to control liquids up to Output Price Each 
ne C anda maximum pressure of 4 bar. Because of the 9 Mfg. Part No. Garant Stock No. aE | 
lemperature at which this float switch is used, the outer casing 
is made from 304 AISI stainless steel and the 5m electric cable PP (Polypropylene), M12 Connector 
is equipped with an outer sheath resistant to high temperature. RSF88YP. 600mA A41Y1146 19.22 
The switching element is a microswitch, activated by a gold a rae 
plated contents moving stainless steel ball and having an L PP (Polypropylene), M12 Connector, Nitrile Gasket 
electrical life of 200,000 operations. Nonhygroscopic closed cell RSF78YNP 600mA 4171138 23.80 
oi fe polyurethane is Hes a os bn oe PPS (Polyphenylene Sulfide), 100cm Lead, Nitrile Gasket 
within the outer casing, hermetically sealing the unit. The = 
microswitch is suitable for low power applications such as use ake voy QORN —— eoBia2g 29:35 
and other electronic uses. @ RSF76H100RN 1A 06R1532 33.25 
- PPS (Polyphenylene Sulfide), 100cm Leads 
er pa 5 + ter fee @ RSF86Y100R 600mA 91B1442 26.85, 
- aes: il eSSETE) Dene: : PPS (Polyphenylene Sulfide), 50cm Lead, Viton Gasket 
Stainless Steel, SPST-NC, Polyurethane Cable © RSF76HOSOTV TA 06R1531 AG 
250mA 4bi 98Y7597 : = = 
emcee | mA | PPS (Polyphenylene Sulfide), M12 Connector 
Stainless Steel, SPST-NC, Silicone Cable = 
RSF86YP 600mA 41Y1144 27.45 
@ MCO5BH 250mA 4bar 98Y7598 296.53 = 
Stainless Steel, SPST-NO, Polyurethane Cabl RSFeSre us ane = 
sass ieee eee ee PPS (Polyphenylene Sulfide), M12 Connector, Nitrile Gasket 
@ MCO5A 250mA 4bar 98Y7596 239.39 RSE76HNP TA HY134 ae 
Sterrese Ste SPST-NO, — Cable in EEE PPS (Polypropylene Sulphide), 100cm Lead, Nitrile Gasket 
paps @ TSF76Y100DN 600mA 2774664 37.90 
ails © TSF76H100DN 1A 2774662 47.78 
PPS (Polypropylene Sulphide), 50cm Lead, Viton Gasket 
OPTICAL LEVEL SENSORS FOR LIQUIDS Wy @ TSF76YO50TV 600mA 2774663 43.59 
; Ls area and bases caro cavazzi _@ TSF76HOSOTV 1A 2774661 49.94 
© LED indication V PVDF (Polyvinylidene Fluoride), 100cm Lead, Nitrile Gasket 
@ Housing material: Polysulphone a @ RSF77Y100GN 600mA 98Y7632 11.02 
Infrared probe for liquid level detection based on Gee sinpiat @ RSF77H100GN 4A 98Y7628 76.09 
refraction principle. Resistant to most acids and Available caer 7 5 
bases. LED indication for sensor ich. Worke-well PVDF (Polyvinylidene Fluoride), 100cm Lead, Viton Gasket 
with: oil, wine, waste water, hydraulic fluid. Not C € @ RSF77Y100GV 600mA 98Y7633 = 
recommended for use in environments with high @ RSF77H100GV 4A 98Y7629 76.09 
ambient light (i.e., flourescent light or sunlight), or for Ti = 
use with any material which may coat or adhere to PVDF (Polyvinylidene Fluoride), 100cm Leads 
the tip of the sensor. E or EP suffix: 10-40VDC, 200mA, transistor output; 1107B suffix: 115VAC, 100mA, SCR @ RSF87Y100G 600mA 987637 = 
output. Thread: 3/8” ISO 228. 6’ cable. Operating temperature: Max. +176°F. CE compliant. @ RSF87H100G 4A 98Y7635 69.66 
Supply Voltage | Price Each PVDF (Polyvinylidene Fluoride), M12 Connector 
Mfg. Part No. DC Description Stock No. 1+ @ RSF87YP 600mA 98Y7636 60.77 
NPN @ RSF87HP 1A 98Y7634 BYU 
@ VPO1E 10V-40V Break Switching 05M4438 181.45 PVDF (Polyvinylidene Fluoride), M12 Connector, Nitrile Gasket 
VP02E 10V-40V Make Switching 96F1243 181.45 @ RSF77YNP 600mA 98Y7630 = 
PNP @ RSF77HNP 1A 98Y7626 79.92 
VPO2EP 10V-40V Make Switching 96F 1244 191.00 PVDF (Polyvinylidene Fluoride), M12 Connector, Viton Gasket 
SCR @ RSF77YVP 600mA 98Y7631 52.78 
VP02-110TB 10V-40V Make Switching 96F1242 209.95 @ RSF77HVP 1A 98Y7627 79.92 
PIM_3500 PIM_94469 
RSF/TSF70, RSF/TSF80 SERIES LIQUID LEVEL OLS7 SERIES OPTICAL LIQUID LEVEL SENSORS 
SENSORS — HORIZONTAL EXTERNAL MOUNT cynergy3 © Low cost sensors for general liquid sensing cynergy3 
© Quick installation @ High reliability optical sensing 
@ Ideal for tanks with inaccessible tops or bottoms @ External mount via 1/4” NPT thread 
© Many UL recognized components, file number 4 eae ant The OLS7 series is a liquid level sensor for single point liquid RoHS 
E171218 t = Available level detection. The sensor has an infra-red emitter and detector Compl 
RSF70 series is designed for external fitting, 7 A aligned within an accurately shaped cone to give good optical 
achieving liquid tightness with high grade coupling A 
compression seal and RSF80 series is designed when the sensor is in air. This coupling is greatly reduced, Rr 
for external mounting, achieving a seal with a 1/2” when the sensor is immersed in liquid, as the infra-red light 
NPT taper thread. Avoids need for access to inside escapes through the liquid rather than being reflected back to 
of chamber. Ideally suited to uses where space or the detector. 
fitting time are prime considerations. Manufactured in a variety of materials with nitrile gaskets to suit most The sensor has a transistor output, so can be configured by the 
commonly used liquids. SPST-NO contacts. Switch action may be reversed by mounting the device with the user for particular applications. 


orientation arrow pointing downwards, instead of the normal upwards direction. Cable length: 1.0m. Cable size: 


16//0.2 20AWG. Standard versions (Y Type) are 25VA and high power versions (H Types) are available with Supply Voltage | Outout Price Each 
100VA switching capacity. Switching current max: 0.6A. Switching voltage: 240VAC/120VDC. Mfg. Part No. PP Ye 9 Gunes Description Ron, | ea | 
TSF series incorporate a high specification thermistor, these devices are now capable of sensing both fluid ED - P ~ 
level and temperature. Voltage 
Output Price Each OLS700D3SH 5V-15V 100mA | High Output Version | 53W6847 66.38 
Mfg. Part No. Current Stock No. 4-4+ OLS700D3LSH 5V-15V 100mA | Low Output Version | 53W6846 51.66 
Nylon (Polyamide), 100cm Lead, Nitrile Gasket OLS710D324-003 10V-28V 1A High Output Version | 53W6849 | 110.85 
@ RSF73Y100RN 600mA 99B1523 25.19 OLS710D3L24-003 10V-28V 1A Low Output Version | 53W6848 | 116.37 
@ TSF73Y100DN 600mA 2774658 31.50 PIM_5528091 
@ RSF73H100RN 1A 06R1530 27.75 
@ TSF73H100DN 1A 2774657 39.76 STAINLESS STEEL HORIZONTAL MOUNT FLOAT 
Nylon (Polyamide), 100cm Leads SWITCH cynergy3 
@ RSF83Y100R 600mA 31B4778 19.39 @ Internal or external mount 
tri ® Short float version 
PP (Polypropylene), 100cm Lead, Nitrile Gasket © Float & stem material: 316/304 grade SS F393 re RoHS 
@ RSF78Y100RN 600mA 99B1525 26.32 © Switching voltage AC max: 24V SS— ‘Available 
@ TSF74Y100DN 600mA 2774660 35.02 © Switching voltage DC max: 24V 
© Switching current max: 0.1A 
@ TSF74H100DN 1A aNlSS) 210) @ N/O or NIC switching action 
PP (Polypropylene), 100cm Leads © Float: 0.7SG 
@ RSF88Y100R 600mA 92F4695 S223) © Minimum fluid: 0.75SG 
> CONTINUED > > CONTINUED > 
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SENSORS — LIQUID LEVEL 


STAINLESS STEEL HORIZONTAL MOUNT FLOAT SWITCH (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


RSF124 SEREIES MINIATURE HORIZONTAL MOUNT 


Price Each 
Mfg. Part No. Pressure, Max. Stock No. 1-4+ 
Stainless Steel 
@ SSH66TU12N100S 10bar 53W6902 230.37 
PIM_210190 
SSF212 SERIES STAINLESS STEEL HORIZONTAL 
MOUNT FLOAT SWITCH cynerny? 
@ External mount via 1/2” NPT thread 
@ Compact switch design 
© Float & stem material: 316//304 grade SS fae ian 
@ User configurable N/O (make on rise) or N/C Available 
(make on fall) 
© Switching voltage AC max: 300V 
© Switching voltage DC max: 300V 
© Switching current max: 0.5A 
© Float: 0.7SG 
© Minimum fluid: 0.8SG 
Output Price Each 
Mfg. Part No. Current Pressure, Max. Stock No. 1-9+ 
Stainless Steel, 100cm Leads 
SSF211X100 500mA Sbar 2774579 123.10 
Stainless Steel, 100cm Leads, High Temperature 
SSF212X100H 500mA Sbar 2774582 236.16 
Stainless Steel, M12 Socket 
@ SSF212XPM12 500mA Sbar 53W6876 201.67 
PIM_210188 


RSF100 SERIES MINIATURE EXTERNAL MOUNT LIQUID 


LEVEL SENSORS 


@ External mount via compression seal 
© Compact design with small diameter float 


A compact vertically mounted design 


Mounting is in the top or bottom of a tank via a compression seal, so 


with a single switch point. 


~ cynergy3 


RoHS _ 
Compliant 
Available 


LIQUID LEVEL SENSORS 
© Short insertion length (52mm) 

® M12 internal mount 

© Reversible switch action 

@ Float material: Polypropylene (foamed) 
© Min. fluid: 0.8SG 

© Switching power max: 25VA 

© Switching voltage AC max: 240V 
© Switching voltage DC max: 120V 
© Switching current max: 0.6A 

© Contact form: N/O (N/C) 


——— 


cynergy3 


RoHS 
Compliant 
Available 


Price Each 
Mfg. Part No. Stock No. 1-9+ 
PP (Polypropylene) 
@ RSF124Y030KC 53W6850 10.84 
PIM_210186 
RSF66P SERIES LIQUID LEVEL SENSORS 
cynergy3 


& 


I 


Single Float 


@ High and low level switching 
®@ M12 4-pin connection 


f 
| 


Dual Float - Emptying Control 


© Switching voltage DC max: 120V 
© Switching current max: 0.6A 


RoHS _ 
Compliant 
Available 


does not require access to the inside of the tank for fitting Standard 
versions are 25VA (Y Types) and high power versions are available 
with 100VA (H Types)switching capacity. 


[ 
® 


e 
Output Price Each 
Mfg. Part No. Current Stock No. 1-9+ 

Nylon (Polyamide), 100cm Lead, Nitrile Gasket 

RSF103H100JN 1A 41Y1087 29.33 
PP (Polypropylene), 100cm Lead, Nitrile Gasket 
@ RSF104Y100JN 600mA 2774546 24.47 

RSF108H100JN 1A 41Y1104 33.44 
@ RSF104H100JN 1A 41Y1091 33.44 
PP (Polypropylene), M12 Connector, Nitrile Gasket 

RSF108YNP 600mA AY1105 24.89 
PPS (Polyphenylene Sulfide), 100cm Lead, Nitrile Gasket 

RSF106Y 100JN 600mA 41Y1101 29.84 
PPS (Polyphenylene Sulfide), 50cm Lead, Viton Gasket 

RSF106Y050TV 600mA 41Y1100 32.86 
PPS (Polyphenylene Sulfide), M12 Connector, Viton Gasket 

RSF106HVP 1A 41Y1094 35.65 
PVDF (Polyvinylidene Fluoride), 100cm Lead, Nitrile Gasket 
@ RSF107Y100GN 600mA 98Y7606 48.63 
@ RSF107H100GN 1A 98Y7602 78.28 
PVDF (Polyvinylidene Fluoride), 100cm Lead, Viton Gasket 
@ RSF107Y100GV 600mA 98Y7607 10.11 
@ RSF107H100GV 1A 98Y7603 78.28 
PVDF (Polyvinylidene Fluoride), M12 Connector, Nitrile Gasket 
@ RSF107YNP 600mA 98Y7604 62.44 
@ RSF107HNP 1A 98Y7600 74.75 
PVDF (Polyvinylidene Fluoride), M12 Connector, Viton Gasket 
@ RSF107YVP 600mA 98Y7605 62.44 
@ RSF107HVP 1A 98Y7601 74.75 
PIM_210187 


© Switching power max: 25VA @ Minimum liquid: 0.85SG 
© Switching voltage AC max: 240V @ Material: PPS 
Price Each 
Mfg. Part No. Length Stock No. 1-9+ 

PPS (Polyphenylene Sulfide), Dual Float - Emptying Control 

@ RSF66A50A100P 134mm 53W6856 69.67 
@ RSF66A50A150P 184mm 53W6857 68.30 
PPS (Polyphenylene Sulfide), Dual Float - Filling Control 

@ RSF66B50B100P 127mm 53W6858 69.67 
@ RSF66B50B150P 177mm 53W6859 65.04 
PPS (Polyphenylene Sulfide), Single Float 

@ RSF66A25B75P 102mm 53W6855 60.58 
@ RSF66A25B100P 127mm 53W6851 61.79 
@ RSF66A25B125P 152mm 53W6852 61.79 
@ RSF66A25B150P 177mm 53W6853 61.79 
@ RSF66A25B175P 202mm 53W6854 60.58 


PIM_210185 


TH800 AND LS-270 SERIES SPECIALTY LEVEL 
SWITCHES 


Sensors & Controls 
—————e 
Our Experience * Your Solution 


4mm. a RoHS 
4 ya" 45mm, 7mm Compliant 
— Bh ner me : 
27/82 =| ofotes Available 


(24mm) — PS 5/8°HEX T 


A AG 


76mm 
SLOSH 


= 


4-1/2" — 


(38.1 mmyt 


41/8" 
(108 mm) | 
| 1-1/4" DIA. 
I (31.75 mm) 


T me | | sie 
Ser cose AWAY 


[+66 mm DIA—>| 


LS270 


LS270 


@ Maximum Pressure: 150 psi @ UL Recognized, CSA Certified 


TH800 series temperature level switch is a level monitoring and temperature switch in a single unit. It is 
intermediate in size and has a single-setting temperature sensor at the bottom of its stem. LS-270 series 
bracket mounting slosh shield is small, lightweight and extremely stable in nonstatic, highly contaminated 
liquids. Slosh shielding minimizes effects of turbulence and helps prevent interference by foreign material. 
Bracket-mounted to any convenient surface. 
Price Each 
Mfg. Part No. Pressure, Max. Stock No. 1-9+ 

Brass, N.C. 

@ 57143 150psi 92C8780 240.89 
Copper Nickel, N.C. 

@ 43760 150psi 92C8774 294.58 
Copper Nickel, N.O. 

@ 43765 150psi 92C8775 294.58 
PIM_72570 
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LS2050/52100 SERIES ALLOY SIDE MOUNT LIQUID 
LEVEL SWITCHES ‘i . 
ems 


Sensors & Controls 


—— ee 
Our Experience * Your Solution 
WG 
muy C € 


APPROX. ACTUATION LEVEL APPROX. ACTUATION LEVEL CONTACTS 


CONTACTS TRANSFER ON 
ASCENDING FLUID pTRANSFER ON ASCENDING FLUID LEVEL 


4/o"NPT rage MOE) ony (8m 
"+ 1 (45.9 mm) 1 
“i]s — fy fist 
BH” ff — fe 
M787] 2-3/8 "41/8" 
(222mm) (60.3 mm) (gsm) 
Lt 3 |. | ‘APPROX 
ING" 3718"s1/8"__,| | 
(87.3 mm) (98.4 mm) 5-9/32 
LS-2050 (134.1 mm) 


LS-52100 
These units solve the problem of point level sensing in tanks with inaccessible tops or bottoms or at intermediate 


SWITCHES & SENSORS 


SENSORS — LIQUID LEVEL 


LS-1800 AND LS-1900 SERIES ALLOY LIQUID LEVEL 
SWITCHES 


Sensors & Controls 


rea 
Our Experience = Your Solution 


RoHS 
Compliant 
Ayala 


o. 


a 
(ua 17/32" 
=, _ (13.5 mm) 


LS-01807 


(445 mm) 


Ulf ma 


(31.7 mm) 
LS-01801 
@ Electrical Termination: No. 18AWG, 24’L., Polym- 
etric Lead Wires 
@ UL Recognized, Except Where Noted Below 


@ Buna N Float 

© Pressure, psi, Max.: 150 

© Operating Temperature: Water to 180°F, Oil -40°F 
to +230°F 

LS-1800 and LS-1900 series switches offer excellent stability for general use in oils and waters. Along with 

their large float displacement, these switches withstand rough service and are suitable for high viscosity liquids. 


locations in larger tanks. Operation is positive and dependable. The float pivots with changing liquid level, 
displacing a shuttle which magnetically actuates a hermetically sealed switch within the unit. Installation is | Price Each 
through the tank side at the detection point. Mfg. Part No. Pressure, Max. Stock No. 1-9+ 
Price Each Brass, LS-1800, 100VA 
Mfg. Part No. Pressure, Max. Stock No. 1-9+ @ 35651 150psi 9208770 131.06 
Brass Brass, LS-1800, 20VA 
30288 150psi 92C8766 429.31 @ 01801 150psi 92C8676 72.74 
Stainless Steel Stainless Steel, LS-1800, 20VA 
52100 500psi 92C8779 480.93 @ 01807 150psi 92C8677 182.74 
PIM_72569 Stainless Steel, LS-1900, 100VA 
@ 35682 150psi 92C8772 179.01 
LS-3 SERIES PLASTIC LIQUID LEVEL SWITCHES m= Stainless Steel, LS-1900, 20VA 
aD . @ 01907 150psi 92C8679 119.17 
PIM_72566 


Sensors & Controls 


oe 
Our Experience = Your Solution 


4/8"NPT RoHS 
a Ose 
4/2" HEX Available 


(25.4 mm) 


Ww |__1"DIA_,| 
(25.4 mm) 
@ SPST, 20VA, 120-240VAC 


Polysulfone float for water based liquids with limited use in oils and chemicals. Polypropylene float (hollow) 
features a low specific gravity float offering broad chemical compatibility. Mounting type: 1/8" NPT. UL 
recognized, CSA certified, CE compliant. 


Price Each 
Mfg. Part No. Pressure, Max. Stock No. | 4-9+ 

Polypropylene (Hollow) 

@ 142505 50psi 9208697 56.00 
Polypropylene (Solid) 

@ 116826 150psi 9208681 68.68 
Polysulfone 

@ 42295 50psi 92C8773 78.37 
PIM_72568 


LS-1950 SERIES ALLOY LIQUID LEVEL SWITCHES 
Stem and Mounting Material: 316 Stainless Steel 7 
Minimum Liquid Sp. Gr.: 0.80 

Pressure, Maximum: 750 psi 

2 1/16” diameter (52.4mm) 

1/4” NPT port : 
For high performance applications, these models provide high Lo 


Sensors & Controls 


ss 
Our Experience * Your Solution 


RoHS _ 
Compliant 
Available 


temperature and pressure capabilities. Construction materials 
comply with FDA food contact regulations. Exceptionally accurate 
for higher temperatures and in pressurized or corrosive liquids. 


For oils, water and chemicals. UL recognized, CSA certified, CE — 
compliant. as i 
Price Each 
Mfg. Part No. Pressure, Max. Stock No. 1-9+ 

Stainless Steel, SPST, 100VA, -40°F to +300°F 

@ 26717 750psi 92C8756 192.86 
Stainless Steel, SPST, 20VA, -40°F to +300°F 

@ 01950 750psi 9208680 126.91 
Stainless Steel, SPST, 20VA, -40°F to +480°F 

@ 79999 750psi 92C8795 314.63 
PIM_72567 
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LS-1700 SERIES ALLOY LIQUID LEVEL SWITCHES 
oy 
ems 
Sensors & Controls 


———__———— 
Our Experience * Your Solution 


1/8"NPT 
1/2" HEX 
(27 mm) 
24/16" > | 
(52.4 mm) a 
inn (25.4 mm) 
. (ee | 
(38.1 mm) = 
1/8" NPT — | Di. .| Ta nt 
}.1 mm) 
4/2" HEX 
term) (254 mm) 01750 


01701 and 01702 


2-21/64" | Ly 


RoHS _ 
Compliant 
(59.1mm) Available 
| te, “i 
31.0 mm) 
1-45/64" A G 


(42.8mm) 
| 


j=—1-1/32" DIA 
(26.2 mm) 


01755 


@ Switch: SPST, 20VA @ UL Recognized, CSA Certified, CE Compliant 


Ideal for shallow tanks or restricted spaces. LS-1700 series offers broad chemical compatibility for general 
purpose use. Ideal for oils and water. The LS-1750 and LS-1755 series are rugged construction suitable for 
most corrosive liquids and for high temperatures and pressures. 
Price Each 
Mfg. Part No. Pressure, Max. Stock No. 1-9+ 

Brass 

@ 01701 300psi 92C8672 60.81 
Stainless Steel 

@ 01750 100psi 92C8674 117.73 
@ 01755 275psi 92C8675 116.77 
@ 01702 300psi 92C8673 175.27 
PIM_72565 
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SENSORS — LIQUID LEVEL 


LS-7 SERIES PLASTIC SIDE MOUNT LIQUID LEVEL 
SWITCHES oy) 
ems |. 


po ees 
Our Experience = Your Solution 


eamnm Tov dm) 
(96.8 mm) mm) 
LEAD WIRES, HEX +116°DIA, LEAD WIRES, 5/8" : 
"| i 24" EXTENDED 11/16" DIA. 
— et 24" EXTENDED LOGINS NUT ‘ne ‘a (15.9:mm) ism 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


9036 SERIES FLOAT SWITCHES 


Type D general purpose float switches are lever operated 
and designed for open industrial tank or sump applications. 
Standard action float switch contacts normally close on liquid 
tise. Form R switches, used for tank filling applications, 
have two contacts that open when the liquid rises above the 
designated level. These switches are floor mounted. They 
are available in NEMA Type 1, NEMA Type 4, or NEMA Type 
7 & 9 enclosures. 


_— ll 
Type7 = g tre z it 
440 5/811X5/8" 9/16" 1/2" NPT. EL 
Cid mn a THREAD t+—#eanj I (73mm) 
(78mm) —| Loss Type 5 
Aas (7.9 mm) 
Crem 90 ; RoHS 

rei ’ Type 3 Geptinoian 
=a Available 


=| F 
a (25 mm) 
(eamm—| GASKET, HNBR (FDA Compliant) 


‘NUT, 5/811 

Type 10 

© Switch Type SPST, Rated 130VAC, 20VA 

© Operating Pressure: 100 psi @ 70°F (Except 
Mounting Type 10, 50 psi @ 70°F) 


@ Ideal for High Volume Use in Small Tanks and 
Vessels 


Price Each 
Mfg. Part No. Stock No. 1-4+ 
DPST-NC 
9036DG2 17B2176 70.27 
DPST-NO 
9036DG2R 17B2178 87.91 
PIM_105825 


TUBE FLUID SENSORS 


electronics 


jetiee Each gone if liquid is present in clear tubes that have a 1/16”, 1/8”, 3/16” 
Mfg. Part No. Pressure, Max. Stock No. 1-9+ or 1/4” outside diameter ek os OPTEK Technology 
Nylon (Polyamide), Type 3 ° oes plastic housing enhances ambient light Geptinpiat 
165570 100psi 92C8718 rejection Available 
; 7 Ue08) @ Printed circuit board mounting or 24” wires 
Nylon (Polyamide), Type 5 Applications: 
140620 100psi 9208696 76.92 Non-contact fluid sensing | 
Nylon (Polyamide), Type 7 : alae ‘penicaie a * 
; ils and other petroleum products 
160460 100psi 9208715 69.92 © Colored fluids 
PP (Polypropylene), Glass Filled, Type 10 © Toner fluids 
165800 50psi 92C8719 82.63 © Water 
y OPB350 series liquid sensor is designed to work 
FF Relypropylene): Glass Pilea Type a _ with 1/16", 1/8", 3/16” and 1/4” outside diameter clear 
164520 100psi 9208716 70.52 tubes. When output reference circuitry is added, 
PP (Polypropylene), Glass Filled, Type 5 multiple output states such as “fluid present,” “no fluid present’ and “no tube present’ can be recognized. 
131100 100psi 92C8695 78.37 Supply Voltage | Output Price Each 
PP (Polypropylene), Type 7 Mfg. Part No. Dc Current Description Stock No. 1-9+ 
160450 100psi 9208714 78.37 Phototransistor 
PIM_72563 @ OPB350L250 4,75V-5.25V 50mA PCB Mount for 1/4” Tubing | 27K2373 5.80 
@ OPB350 4.75V-5.25V 50mA PCB Mount for 1/8” Tubing 73H3201 5.39 
4.75V-5.25V 50mA | Wire A bly for 1/16” Tubi 30M5162 
LLE SERIES LIQUID LEVEL SENSORS Honevwell lla ai BA a ACE uk 
yw @ opp350w250z | 4.75V-5.25V | 50mA | Wire Assembly for 1/4” Tubing | 69K8440 | 7.26 
PIM_85508 


Type 1 Type 2 Type 3 


© Operating Temperature: -25°C to pus fiat 
80°C (standard); -40°C to 125°C available 
(high temperature) 

© Supply Voltage (VCC): +5VDC to +12VDC +5% 

© Supply Current (mA): 15mA Nominal (standard 
temperature) 5mA Nominal (high temperature) 


Features: 

© Accurate Repeatable Switching Point 

@ Microprocessor Compatible 

@ Reverse Polarity, Over Voltage, Short Circuit and 
Transient Protection 

Specifications: 

© Termination: 250mm Flying Leads 

Liquid level sensors incorporate a phototransistor trigger which provides a digital output that denotes the 

presence or absence of liquid. LED and phototransistor are housed within a plastic dome at the head of the 


device. When no liquid is present, light from the LED is internally reflected from the dome to the phototransistor. 
When liquid covers the dome, the effective refractive index at the dome-liquid boundary changes, allowing some 
light from the LED to escape. Therefore, the amount of light received by the phototransistor is reduced and 
the output switches, indicating the presence of liquid, making this method of liquid level sensing very fast, and 
almost instantaneous for water. 
Supply Voltage | Output | Response Price Each 
Mfg. Part No. DC Current| Time Description Stock No. 1-4+ 
Digital 
@ LLE101000 5V-12V 10mA | 50 us Type 1 31H9782 = 
@ LLE102000 5V-12V 10mA | 50 us Type 2 19M9540 = 
@ LLE105000 5V-12V 10mA | 50 us Type 5 05M0500 = 
@1LE102101 5V-12V 40mA 50 us | Type 2 High Temperature | 37K6789 poe 
NPN 
@ LLN8651722 10V-40V 200mA | 50 us 3/8” BSP Thread 28M8242 pas 
PIM_74823 


TUBE LIQUID SENSOR SELF CALIBRATING 
MODULES 


“electronics 
OPTEK Technology 


RoHS _ 
Compliant 
Available 


Specifications: 

© Operating temperature: -40°C to +85°C 

@ LED forward DC current: 15 mA Max. 

© Output Phototransistor collector-emitter voltage: 


Features: 

© Can identify if liquid is present in clear tubes that 
have an outside diameter of 1/16” [1.6mm], 1/8” 
[3.2mm], 3/16" [4.8mm], or 1/4” [6.3mm] 


© Opaque plastic housing enhances ambient light 24 to 30 V 
rejection @ Input LED forward voltage 1.7V, reverse current 
@ Printed circuit board mounting 100 uA 


The OCB350 series liquid sensor is designed to work with 1/16” [1.6mm] 1/8" [3.2mm], 3/16” [4.8 mm] and 1/4” 
[6.3 mm] outside diameter clear tubes. The OCB350 series is configured to optimize the design effort needed 
to use a fluid sensor with the addition of self calibration circuitry. The OCB350 series are easy to use requiring 
only a power supply. 


Supply Voltage | Output Price Each 
Mfg. Part No. DC Current Description Stock No. 1-4+ 
Phototransistor 
@ OCB350L250Z | 4.75V-5.25V | 50mA | 1.5mA On-State Collector Current | 45P7969 | 22.88 
@ OCB350L125Z | 4.75V-5.25V | 50mA | 2.6mA On-State Collector Current | 45P7967 | 22.45 
PIM_152518 
Sensing 
Price Each 
Mfg. Part No. Description Stock No. | 1-99 
@ OCB350L062Z Level Sensing Dev Kit 45P7966 27.16 
PIM_5511886, 
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OSISENSE™ XX ULTRASONIC SENSORS 


© Connection: M12 


SWITCHES & SENSORS 
SENSORS — ULTRASONIC 


AMS22U NON-CONTACTING MAGNETIC ANALOG ROTARY POSITION 
SENSOR (CONT.) 


@ Nominal sensing distance: 2 mm to 50.8 mm (0.08 in. to 
2.0 in.) 
© 18 mm ultrasonic sensor 


A technology suited to your needs. Ultrasonic sensors provide 
detection without physical contact for all objects, regardless of: 
material (such as metal, plastic, wood, or cardboard), nature 
(such as solid, liquid, powder, or paste), color and degree of 
transparency. 

Optimize detection with OsiSense XX. With detection range of 


Sensors 
Spier ; 
Compliant 
Available 


up to 50 mm (2.0 in.) and ability to detect all types of objects, the 
OsiSense XXV18 is ideally suited for industrial proximity sensor 
applications! 
External Price Each 
Mfg. Part No. Sensing Range | Diameter Stock No. (ae 
NPN/NC 
XXV18B1NBM12 3mm-50mm | 18 mm 48W7383 = 
NPN/NO 
XXV18B1NAM12 3mm-50mm | 18 mm 48W7382 140.80 
PNP / NC 
XXV18B1PBM12 3mm-50mm 18 mm 48W7385 215.74 
PNP / NO 
@ XXV18B1PAM12 3mm-50mm 18mm 48W7384 178.29 
PIM_210238 
AMM220B NON-CONTACTING MULTI-TURN BOURNS’ 


ANALOG MAGNETIC ROTARY POSITION 
SENSOR 


Features: 

Non-contacting magnetic technology 
Highly-resistant to vibration/shock 
Highly-resistant to fluid/dust ingress 
Programmable slope 

Robust design for industrial applications 
Ideal memory positioning sensor 
pplications: 

Patient platform positioning feedback 
Pneumatic control valve position feedback 
Draw wire position sensors or as 
Camera positioning a 2 ‘ 
Actuator motor position feedback Resolution: 12-bit 
Rudder positioning Vibration: 15G 

Tilt control and tilt positioning feedback Shock: 506 
Steering, lift-and-shuttle and suspension systems P50 rated . Siecate 
Specifications: Mechanical angle: 3960° min. 


: Shaft rotation: 500 RPM max. 
© Low processing speed: 600s typ. : CANS i 
© Supply current: 12mA max. Operating temperature: -40°C to +125°C 


© Effective electrical angle: 3600° (10 turns) 
Mfg. part no. AMM20B5A1CLASL380 non-contacting multi-turn rotary position sensor is designed to meet 
the specifications of heavy-duty applications requiring long cycle life and high reliability. This 10-turn rotary 
sensor features a 1/4” slotted stainless steel shaft, three tin-plated phosphor bronze pc axial pin terminals, and 
an effective electrical angle of 3600°. Available in a bushing mount configuration with a rotational life of up to 
50 million cycles. 


RoHS _ 
Compliant 
Available 


ecoececoeceoeoreeeceoee 


No. of Output Supply Voltage Price Each 
Mfg. Part No. Pins Current Dc Stock No. 1-4+ 
Rectangular 
@ AMM20B5A1CLASL380 3 15mA 4.5-5.5V 53W8592 40.44 
PIM_209280 


AMS22U NON-CONTACTING MAGNETIC ANALOG BOURNS’ 
ROTARY POSITION SENSOR 

Roem 

Available 


Features: 

@ Non-contacting magnetic technology 
@ Highly-resistant to vibration/shock 

@ Highly-resistant to fluid/dust ingress 

@ Programmable at factory for zero position 
© Robust design for industrial applications 
@ Highly-repeatable 

@ Dual ball-bearing 

Applications: 
e 
e 
e 
e 
e 
e 
e 
e 


Patient platform positioning feedback 


Pneumatic control valve position feedback © Supply current: 20mA max. 

Draw wire position sensors @ Effective electrical angle: 340° 

Camera positioning © Resolution: 12-bit 

Actuator motor position feedback © Vibration: 15G 

Rudder positioning @ Shock: 50G 

Tilt control and tilt positioning feedback @ IPS0 rated 

Foot pedal, steering, lift-and-shuttle and suspen-  @ ESD safe — 2kV max. 

sion systems © Continuous mechanical angle 
Specifications: © Shaft rotation: 1000 RPM max. 
@ High processing speed: 400s typ. © Operating temperature: -40°C to +125°C 


@ Size: 22.23mm dia. 
Mfg. part no. AMS22U5A1BHBRL334 non-contacting analog rotary position sensor is designed to meet the 
specifications of heavy-duty applications requiring long cycle life and high reliability. This single-turn rotary 
sensor features a 1/8” round stainless steel shaft supported by dual ball-bearings, three tin over nickel plated 
brass axial terminals, and a factory programmable electrical angle from 10° to 360°. Available in a servo mount 
configuration with a rotational life of up to 100 million cycles. 


> CONTINUED > 
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No. of Output Supply Voltage Price Each 
Mfg. Part No. Pins Current Dc Stock No. 1-4+ 
Cylinder Rotatable 
@ AMS22U5A1BHBRL334 3 20mA 4.5-5.5V 53W8600 58.21 
PIM_209279 
HALL-EFFECT SENSORS HAMLIN: Pi Littelfuse 


J] NOW PART OF Expertise Applied | Answers Delivered 


Fig. 1: Rotary Position 


Geartoath Fig. 2: Mini Flange Fig. 3: L.E.D. Flange 
Features: @ High Switching Speed Up to 10kHz 
® Stainless Steel M12 Threaded Barrel ® Long Life; Up to 20 Billion Operations 
@ Vibration 50g Max @ 50-2000Hz © Operates in Static or Dynamic Magnetic Field 
® Shock 150g Max @ 11ms 1/2 Sine © Customer Selection of Cable Length and 
@ EMC to DIN 40389 (Consult Hamlin) Connector Type 
® Reverse/Overvoltage Protection © No Chopper Delay 
@ Integral LED © On-Chip 10 Bit A/D Converter 
Price Each 
Mfg. Part No. Stock No. 1-9+ 
Fig. 1 
55075-00-02-A 50H8223 22.69 
Fig. 2 
@ 55100-3H-02-A 50H8225 6.98 
Fig. 3 
@ 55110-3H-02-A 50H8226 _ 
PIM_75478 


REDROCK MAGNETIC SENSORS 

@ High sensitivity 

© Stable temperature performance 

© Resistant to mechanical stress 

The RedRock Series are magnetic sensors, ideal for use in 
medical, industrial, automotive, and consumer applications. 
Based on patented Tunneling Magnetoresistance (TMR) 
technology, they excel even in low magnetic fields and with 
large air gaps. They also offer high sensitivity in a small 
footprint package 


Supply Case Tape Cut 

Mfg. Part No. Voltage Style Stock No. 1-5999+ 
Magnetoresistance, Analog Sensor 
@ RR110-A111-00 15V SOT-23-3 | 10AC5502 as 
Magnetoresistance, Digital Sensor 
@ RR120-A111-01 2.7Vt03.3V SOT-23-3 | 10AC5503 0.13 
Magnetoresistance, Digital Switch 
@ RR130-A111-02 2.7Vto3.3V SOT-23-3 10AC5504 = 
PIM_5724529 
3-AXIS MAGNETOMETERS 


Honeywell 


HMC2003 


HMR2300 


Features: 
@ Measure both magnetic field intensity and direction 
@ Small size and high sensitivity 


Specifications: 
@ HMR2300 development kit includes one magneto- 
meter module in aluminum enclosure, cabling with 


® Ideal for compassing and navigation, security power supply, Windows demonstration software for 
systems and lab instrumentation remote PC, and users guide 
Price Each 
Mfg. Part No. Magnetic Field Range Stock No. 1-24+ 
RS232 
HMR2300-D21-232 -2Gto2G 16F5423 1666.32 
RS485 
HMR2300-D21-485 -2Gto2G 16F5424 pa 
> CONTINUED > 
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SWITCHES & SENSORS @ Indicates RoHS Compliant | Find Datasheets Online 
SENSORS — MAGNETIC 
3-AXIS MAGNETOMETERS (CONT.) SMART DIGITAL MAGNETOMER (CONT.) 
Price Each Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ Mfg. Part No. Magnetic Field Range Resolution Stock No. 1-9+ 
HMR2300 DEMO KIT Magnetometer Demo Kit 342812 = RS232, PCB Only 
PIM_211478 HMR2300-D00-232 | -2Gto2G 0.067mG 84K2734 = 
RS485, Flush Base Enclosure 
Development Kit HMR2300-D20-485 -2Gt02G 0.067mG 73H4231 = 
Pri RS485, PCB Only 
rice Each 
Mfg. Part No. Description Stock No. as HMR2300-D00-485 | -2Gt02G 0.067mG 73H4229 — 
HMR2300 DEMO KIT Magnetometer Demo Kit 34€2812 = Price Each 
PIM_5495275 Mfg. Part No. Description Stock No. 1-1-9+ 
HMR2300-D20-232-DEMO HMR2300 Development Kit 14N7017 = 
DIGITAL HALL EFFECT SENSORS ieee 
spelt Honeywell 
® 1.5 us response time fea 3-AXIS MAGNETOMETERS 


© Repeatable magnetics 

High Sensitivity Latching Digital Hall-Effect Sensor ICs are 
small, sensitive and versatile devices that are operated 
by the magnetic field from a permanent magnet or an 
electromagnet. The VF360NT is turned ON by a North 
pole, while the VF360ST is turned ON by a South pole. 
This sensor IC does not use chopper stabilization on the 
Hall element, providing a clean output signal and a faster 
latch response time when compared to competitive high 
sensitivity Hall-effect latching sensor ICs. 


Output Supply Case Tape Cut 
Mfg. Part No. Current Voltage Style Stock No. 1-24999+ 
Latching, North Pole 
VF360NT 20mA 3V to 24V SOT-23-3 95Y0440 1.10 
Latching, South Pole 
VF360ST 20mA 3V to 24V SOT-23-3 95Y0441 1.36 
PIM_5687031 
DIGITAL COMPASS SOLUTION 
Applications: Honeywell 
© Compassing & navigation 
@ “Dead reckoning backup to GPS systems 
@ Marine navigation 
@ Antenna positioning 
@ Land Surveying” 


The Honeywell HMR3000 is a digital compass module that 
provides heading, pitch, and roll outputs for navigation. 
The three of Honeywell's magneto-resistive sensors are 
oriented in orthogonal directions plus a fluid tilt sensor are 
employed to measure the vector components of the earth’s 
magnetic field and a gravitational reference. These soLid- 
state sensors create a strapdown compass that is both rugged and reliable. 


RoHS 
Compliant 
Available 


Price Each 
Mfg. Part No. Magnetic Field Range Resolution Stock No. 1-9+ 
PCB Only 
HMR3000-D00 | -1Gto1G 1mG 84K2737 ees 
RS232, Extended Base Enclosure 
HMR3000-D21-232 | -1Gto1G 1mG 14N7019 = 
RS232, PCB Only 
HMR3000-D00-232 -1Gto1G 1mG 14N7018 = 
RS485, Extended Base Enclosure 
HMR3000-D21-485 -1Gto1G 1mG 9202264 = 
Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ 
HMR3000-DEMO-232 HMR3000 Development Module 84K2736 = 
HMR3000-D21-232-DEMO HMR3000 Development Module, Enclosed 14N7020 — 
PIM_5528024 
SMART DIGITAL MAGNETOMER 
Features: Honeywell 


@ High accuracy 

@ Three axis digital outputs 

Applications: 

Altitude reference 

Compassing & navigation 

Traffic & vehicle detection 

Anomaly detection 

Security systems 

The Honeywell HMR2300 is a three-axis smart digital 
magnetometer to detect the strength and direction of an 
incident magnetic field. The three of Honeywell's magneto- 
resistive sensors are oriented in orthogonal directions to measure the X, Y and Z vector components of a 
magnetic field. These sensor outputs are converted to 16-bit digital values using an internal deltasigma A/D 
converter. An onboard EEPROM stores the magnetometer’s configuration for consistent operation. The data 
output is serial full-duplex RS-232 or half-duplex RS-485 with 9600 or 19,200 data rates. 


RoHS 
Compliant 
Available 


> CONTINUED > 


Honeywell 


HMC2003 


HMR2300 


Features: 
@ Measure both magnetic field intensity and direction 
@ Small size and high sensitivity 


Specifications: 
@ HMR2300 development kit includes one magneto- 
meter module in aluminum enclosure, cabling with 


@ Ideal for compassing and navigation, security power supply, Windows demonstration software for 
systems and lab instrumentation remote PC, and users guide 
Price Each 
Mfg. Part No. Magnetic Field Range Stock No. 1-24+ 
RS232 
HMR2300-D21-232 -2Gto2G 16F5423 1666.32 
RS485 
HMR2300-D21-485 -2Gto2G 16F5424 = 
Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ 
HMR2300 DEMO KIT Magnetometer Demo Kit 34C2812 ae 
PIM_91176 
MAGNETIC SENSOR 
Applications: Honeywell 


© Compassing 

@ Navigation systems 

@ Magnetometry 

© Current sensing 

Features: 

© Four element wheatstone bridges 

© Low voltage operation 

© Wide field range 

Two-axis surface mount sensors designed for 
low field magnetic sensing. They are extremely sensitive, low field, solid-state magnetic sensors designed to 
measure direction and magnitude of Earth's magnetic fields, from tens of micro-gauss to 6 gauss. Honeywell's 
Magnetic Sensors are among the most sensitive and reliable low-field sensors in the industry. 


RoHS 
Compliant 
Available 


Price Each 
Mfg. Part No. Magnetic Field Range Resolution StockNo. | 1-9* 
HMC1022-TR -6Gto6G 0.085mG 10M7306 2.79 
PIM_5527973 


HMC15XX SERIES MAGNETIC POSITION SENSORS Honeywell 


RoHS 
" Compliant 
HONEYWELL Available 
HMC1501 


02 9901 


HMC 1501 


@ Indexing not required 
® Linear, angular and rotary applications 
Specifications: 


HMC1512 


Features: 
© Non-contact sensors that measure the angular 
direction of a magnetic field vs. the strength and 


direction of a magnetic field @ 120mV signal output 
Price Each 
Mfg. Part No. Magnetic Field Range Stock No. 1-9+ 
+45° Angular Rate 
@ HMC1501 80G 48F2838 = 
PIM_91174 
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HMC100x AND 102x SERIES LOW FIELD LINEAR 
MAGNETIC SENSORS 


Honeywell 

Gein . 
Compliant 
Available 


HMC1002-RC 


HMC1021D 


© Small, low cost, high sensitivity and high reliability, 
solution for low field magnetic sensing 

© Solid state devices reduce board assembly costs 

@ HMC102x family used for automotive and hand- 


held compassing 
@ HMC100x family for vertical axis sensing and 
altitude reference 


Price Each 
Mfg. Part No. Magnetic Field Range Stock No. 1-9+ 
1-Axis Circuit, DIP 
HMC1021D -6Gto6G 30K6321 = 
1-Axis Circuit, SIP 
HMC1021Z-RC. -6Gto6G 50M1777 ea 
1-Axis Microcircuit, SIP 
@ HMC1001-RC. -2Gto2G 50M1776 24.76 
2-Axis Microcircuit, SOIC 
@ HMC1002-RC -2Gto2G 14M8111 aes 
PIM_90091 


$S4/SS5 HALL-EFFECT POSITION MAGNETIC 
SENSORS 


© Operating speed: 0 to over 100kHz 

Supply voltage: 3.8-24VDC 

Output voltage: 0.4V max 

SOT89 package 

Built-in timing circuit 

Digital position sensors have current sink output. Feature 
temperature compensation. SS4 series dimensions: 0.160 
x 0.118” (4.06 x 3.00). SS5 series are SOT89 packages. 
$S42R series features digital dual complementary sink/ 
source outputs. Operate/release points are trimmed for zero 
symmetry. Reverse voltage polarity protection for full supply 
range. Operate temp. range: -40 to +105° C. $S421 series 
feature an operate temp. range of -40 to +105° C. Bipolar 
operation for easy RPM counting using ring magnets. Built- 
in timing circuit greatly simplifies and reduces the cost of 


Honeywell 
Spier ; 

Compliant 

Available 


SWITCHES & SENSORS 
SENSORS — MAGNETIC 


Hall Effect (CONT.) 


Output Supply Voltage Price Each 
Mfg. Part No. Voltage pc Switching Speed Stock No. 1-9+ 
Rectangular, Sink, Through Hole 
e@ss41 0.15V 4.5-24V 0.2us 73K1376 2.71 
PIM_5512767 
MG SERIES BAR MAGNETS Honeywell 
7 = 4-40 THREAD 
i ; t t 
=3 0.48 
b [ 
101 MG7 102MG11 106MG10 102MG15 
= 0.078 RoHS 
| rye 98) Ose 
Ce Available 
~ ¥ 0.078 
9.04 Le .98) 
(1.01) 
ie 
co 
103MG5 


Bar magnets are ideal for sensors with unipolar magnetic characteristics. Gauss level given is @ 25°C. Other 
threaded bushing, bar, ring magnets, and ring magnets with alternate North and South poles for use with bipolar 


magnetic sensors are available; go online or call. 
Price Each 
Mfg. Part No. Description Stock No. 1-4+ 
@ 103MG5 0.04” x 0.078” Dia 23F2429 15:73 
@ 101MG7 0.25” x 25” Dia 23F2226 11.09 
@ 102MG15 0.48” x 0.31" Dia 23F2230 43.46 
@ 102MG11 0.67" x 0.31" Dia 23F2229 43.99 
@ 102MG11BP 0.67" x 0.31” Dia, Bulk Pack 39B4198 34.05 
@ 106MG10 0.93" x 0.4” Dia 23F2237 56.66 
PIM_5177 


SS94A SERIES LINEAR HALL-EFFECT 
TRANSDUCERS Honeywell 


Operated by a magnetic field, the output voltage varies way RoHS _ 
proportionally to the field strength. All sensors feature GeRiinpian 
temperature compensation circuitry. 

$S94A2 features silver back for improved noise immunity. 


te ‘ . Gauss range of -500 to +500 except SS94A1 at -100 to +100, 
PC board design. Speed trip point adjustable with external SS5 : ee ane 
resistor and capacitor. “L” version is active low, “H” version while SS94A1F is high sensitivity. 
is active high. 
Output Supply Case Tape Cut 
Mfg. Part No. Current Voltage Style Stock No. 1-9+ 
Bipolar 
@SS42R 47mA_ |4.5V to 16V SIP-4 010382 = 
@ SSS11AT 20mA_ =} 33.8 V to 30 V SOT-89-4 33K8454 5.94 Output Supply Case Price Each 
@SS411A 20mA 3.8 V to 30 V 0-92-3 73K4040 4.55 Mfg. Part No. Current Voltage Style Stock No. 1-4+ 
@ SS40A 20mA ‘| 4.5 VDC to 24 VDC 0-92-3 7137819 = Linear 
@ SS421H 20mA | 4.5 V to 16 V SIP-4 05M1362 a @ SS94A1 imA 6.6 VDC to 12.6 VDC SIP-3 05M1372 33.18 
Latching @ SSO4A1F imA 6.6 VDC to 12.6 VDC SIP-3 05M1376 29.49 
@ SS461A 20mA | 3.8 V to 30 V 0-92-3 93F9228 3.49 @ SS94A2 1mA 6.6 VDC to 12.6 VDC SIP-3 50F5182 36.08 
@ SS561AT 20mA =|. 3.8 V to 30 VDC SOT-89-3 8601049 4.75 PIM_5087 
Linear 
@ SS496A 600uA =| 4.5 V to 10.5 V 0-92-3 48F2831 6.42 
@ SS495A1 600UA = 4.5 V to 10.5 V 0-92-3 73K4043 3.34 
@ SS495A 600HA =| 4.5 V to 10.5 V 0-92-3 73K4042 6.27 
@ SS495A2 600UA =| 4.5 V to 10.5V 0-92-3 73K1378 5.75 ee “ 
© SS49E imA _[3VDCt065V SIP-3 09/1786 3.06 Vendor Approved Modification 
@ SS39ET 1.5mA | 2.7Vto6.5V SOT-23-3 8272800 41.08 F oe —— 
@ SS496A1 1.5mA | 4.5V to 10.5V 0-92-3 73K1379 3.83 4 : 
@ SS495ASP 15m 145Vt0105V 0.90.3 3981839 aT Panel Meters and Switches designed to your specs 
Unipolar Choose your own colors, text, and logo 
@ SS549AT 20mA | 3.8 V to 30V SOT-89-3 8601048 5.91 ISO certified lab with a Certificate of Conformance 
@ SS543AT 20mA_ | 3.8 V to 30 V SOT-89-3 7208940 4.71 included with your order 
@SS441A 20mA_ =} 3.8 V to 30 V TO-92-3 93F6654 3.26 
@ SS443A 20mA_ | 33.8 V to 30 V TO-92-3 73K1377 4.78 
@ SS541AT 20mA | 3.8 V to 30 VDC SOT-89-3 8601047 1.86 Call 800 859 1257 
PIM_5179 Email: panelmeters@newark.com 
PIM_5624793 
Hall Effect _ 
> CONTINUED > 
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SWITCHES & SENSORS 
SENSORS — MAGNETIC 


SS360NT/SS360ST/SS460S HIGH SENSITIVITY 
BIPOLAR LATCHING DIGITAL HALL- 
EFFECT SENSOR ICs 


@ Bipolar latching magnetics 

@ Ideal for commutation in brushless DC motors and 

applications requiring accurate measurement of RPM 

(revolutions per minute) 

© Fast response time in its class 

@ High sensitivity offers flexibility in design through larger 

air gap or reduced magnet costs 

© Consistent repeatability and stable magnetics over 

lemperature range 

@ High sensitivity: Operates from only 30 Gauss typical, at 

25°C [77 °F] and 55 Gauss maximum over the full -40 

°C to 150 °C [-40 °F to 302 °F] temperature range, al- 

lowing for the use of smaller, magnets or a wider air gap 

@ Sub-miniature, SOT-23 surface mount package 
(SS360NT/SS360ST) supplied on tape and reel: 
a design with automated component The SS360NTISS360STISS460S High 


© Small, leaded, flat TO-92-style package (SS460S): Allows for a Sensitivity Bipolar Latching Digital Hall- 
compact PC board layout Effect Sensor ICs are small, sensitive and 
© Wide operating voltage range of 3 Vdc to 24 Vde: Allows for Versatile devices that are operated by the 
potential use in a wide range of applications magnetic field from a permanent magnet 
© Built-in reverse voltage: Enhances the protection of the sensor °F an electromagnet. They are designed 
and the circuits to respond to alternating North and South 
© Durable design: Allows operation up to 150 °C [302 °F] poles. The SS360NT is turned ON by a 


RoHS-compliant material meets Directive 2002//95 North pole while the SS360ST and SS460S 
are turned ON by a South pole. 


Honeywell 


Output Supply Case Tape Cut 
Mfg. Part No. Current Voltage Style Stock No. 1-9+ 
Latching 
SS360ST 20mA 3V to 24V SOT-23-3 9477224 0.95 
SS460S 20mA 3V to 24V TO-92-3 9477225 0.78 
PIM_210212 
AA SERIES ANALOG SENSORS N VE— 
Features: — 
@ Excellent Sensitivity to Applied Magnetic Fields NVE CORPORATION 
@ Wheatstone Bridge Analog Output RoHS | 
© Wide Linear Range of Operation Osan 
@ Near-Zero Voltage Operation ad 
@ DC to >1MHz Frequency Response 


Applications: 

© General Motion, Speed, and Position Sensing 

@ Low Power, Low Voltage Applications 

© Low Field Sensing for Magnetic Media Detection 
© Current Sensing 

AA-Series sensors use NVE’s patented spintronic 
materials to provide a directionally-sensitive output. 
These sensors are sensitive in one direction in the plane of the IC, with a cosine-scaled fall-off in sensitivity 
as the sensor is rotated away from the sensitive direction. These devices provide omnipolar output, that is the 
same output for magnetic fields in the positive or negative direction along the axis of sensitivity. All sensors use a 
temperature compensating Wheatstone bridge configuration. The AAH-Series GMR sensors are manufactured 
with a high sensitivity GMR material, making them ideally suited for any low magnetic field application. They 
are also extremely temperature tolerant, to 150°C operating temperatures. The AAL-Series GMR sensors 
are manufactured with a low hysteresis GMR material, for use in magnetometer applications where minimum 
hysteresis is important. They are also extremely temperature tolerant, to 150°C operating temperatures. 

The NVE GMR Engineering Evaluation Kit (AG001-01E) was created as an aid to the technical user of GMR 


sensors to facilitate laboratory experimentation and development. The kit consists of an assortment of NVE 
sensors, printed circuit boards and permanent magnets sufficient to demonstrate sensor functionality in the 
laboratory. 
Supply Case Price Each 
Mfg. Part No. Voltage Style Stock No. 1-9+ 
@ AA002-02E 1V to 24V 72W1050 11.42 
@ AA004-02E 1V to 24V 72W1052 4.23 
Switch 
@ AA005-02E 1Vto24V 8 72W1053 = 
Price Each 
Mfg. Part No. Stock No. 1+ 
@AG001-01E 72W1072 61.81 
PIM_209476 
MAGNETOMETER SENSOR 
Wireless Magnetic Sensor 
© Thermoplastic enclosure 
© sWave® wireless technology 
@ Power supply by Lithium battery 
@ No wiring and pipe laying required 
@ Easy programming of receiver 
© Output signal can be individually configurated at the receiver 
Price Each 
Mfg. Part No. Stock No. 1-14+ 
STE-1362227RFRC 06AC3187 478.90 


PIM_5740477 


@ Indicates RoHS Compliant 


Special Function 


4] Find Datasheets Online 


Supply Operating Price Each 
Mfg. Part No. Case Style Voltage Temperature Stock No. 1-9+ 
Magnetic Sensor 
@ AA003-02E SOIC-8 Pins 1V to 24V -50 °C to 125 °C 72W1051 — 
@ AAH002-02E SOIC-8 Pins 1V to 24V -50 °C to 125 °C 72W1044 = 
@ AAL002-02E SOIC-8 Pins 1Vto24V -50 °C to 125 °C 72W1045 = 
PIM_5512765 


$S361CT/SS461C BIPOLAR LATCHING HALL- 
EFFECT DIGITAL SENSORS IC’S HIGH SENSITIVITY 


= 


— 


Honeywell 


RoHS _ 
Compliant 
. Available 
ZA 
A 
, 


SS361CT SS461C 
Features and Benfits [257 °F] 
@ These device will operate from only 50 Gausss Applications 
typical, at 25 °C [77 °F], 80 G max. at -40 °C to @ Speed and RPM sensing 
85 °C [-40 °C to 185 °F], and 95 Gauss over the @ Tachometer, counter pickup 
full temperature range of -40 to 125°C [-40 °C @ Motor and fan control 
to 257 °F] @ Electric window lift 
© Bipolar latching magnetics respond to alternating © Convertible roof position 
North and South poles, making these products Transportation 
well-suited for accurate speed sensing and RPM @ Flow-rate sensing for appliances 
(revolutions per minute) measurement @ Speed and RPM sensing 
© Wide operating voltage range of 4 Vdc to 24 Vdc © Tachometer, counter pickup 
makes these sensors useable in a wide range of @ Brushless dc motor commutation 
applications @ Motor and fan control 
@ Built-in reverse voltage capability enhances the @ Robotics control 
protection of the sensor and the circuits with which _ Industrial and Commercial 
itis used @ Medical equipment using electric motors 
@ Design allows devices to operate up to 125 °C Medical 
Output Supply Case Tape Cut 
Mfg. Part No. Current Voltage Style Stock No. 1-9+ 
Bipolar 
@ SS361CT 20mA 4Vto24V SOT-23-3 69R4888 0.88 
@ SS461C 20mA 4Vto24V TO-92-3 69R4889 
PIM_168160 


APSO0B HIGH RESOLUTION MAGNETIC 
DISPLACEMENT SENSOR 


Features and Benefits 

© Dual Wheatstone bridges provide a passive, low- 
noise design, enhancing system performance. 

@ Small, 8-pin surface-mount package saves room 
on the PC board when compared to larger IC 
packages and components. 

© Tape and reel configuration allows use with 
automated pick-and-place equipment, potentially 
reducing assembly costs (178 mm [7 in] and 330 
mm [13 in] reels available). 

@ Typical 0 MHz to 5 MHz frequency response with 
190 G minimum magnetic field applied makes this 
saturated mode sensor potentially suitable for high 
speed applications. @ High accuracy 

© Typically requires only 5 V at 4 mA to operate (20 mW), promoting energy efficiency angular position 

© Dual bridges with outputs 45° out of phase make it possible to use outputs as speed and sensing 
direction signals @ Rotary speed and 

© Honeywell APSOOA instrumentation amplifier is available separately for additional signal angle detection 
processing © Non-contact preci- 

© RoHS-compliant materials meet Directive 2002/95/EC sion displacement 

Potential Applications sensing 

Transportation 

@ High accuracy angular position sensing 

© Rotary speed and angle detection 

© Non-contact precision displacement sensing 

© Speed and direction sensing © Rotary speed and angle detection 

Industrial © Non-contact precision displacement sensing 


APSOOB is a miniature surface mount sensor for linear, angular, or rotary displacement designed for magnetic 
saturating field sensing. This sensor is a cost-effictive and space-efficient solution for high-volume OEM designs. 


Honeywell 
= Co RoHS 

Gee einoiat 

Available 


@ Valve position 

© Robotics control 

Medical 

@ High accuracy angular position sensing 


Output Supply Case Price Each 
Mfg. Part No. Current Voltage Style Stock No. 1-9+ 
Bipolar 
APSO0B 7mA 5Vto12V SOIC-8 05N0305 4.56 
PIM_166287 
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$S345PT, SS445P UNIPOLAR HALL-EFFECT 
DIGITAL POSITION SENSORS WITH BUILT-IN PULL- Honeywell 


UP RESISTOR 


med mat 
SS345PT 


KEY FEATURES AND BENEFITS 

@ Subminiature package size (SS345PT) uses less 
space on the PCB than standard Hall-effect sensor 
packages such as TO-92 or SOT-89, allowing for 
use in smaller assemblies 

© Tape and reel packaging (SS345PT) allows for 
automated component placement, helping to 
reduce manufacturing costs 

@ Small, flat TO-92-style package (SS445P) is also 
available 

@ Simple activation from a North pole (SS345PT) 
or a South pole (SS445P) makes these products 
suitable in a variety of potential applications 
such as motion control, lid closure detection, and 
displacement sensing 

@ Built-in pull-up resistor can easily interface with 
common electronic circuits without adding external 
components, helping to reduce total system cost 

© RoHS-compliant materials meet Directive 2002/95/ 


RoHS — 
Compliant 
y Available 
ys, fe 
fi 


SS445P 


EC 

POTENTIAL APPLICATIONS 

Commercial: 

© Door or lid closure detection in appliances 

@ Speed and RPM sensing in fitness equipment 

© Flow rate sensing in appliances and water 
softeners 

© Damper or valve position control in HVAC 
equipment 

@ Printer head position sensing 

Industrial: 

@ Flow rate sensing in industrial processes 

© Robotic control (cylinder position monitoring) 

@ Float-based fluid level sensing 

Medical: 

© Displacement sensor in hospital beds and medical 
equipment 

© Medication bin monitor on portable drug carts 


Output Supply Case Tape Cut 
Mfg. Part No. Current Voltage Style Stock No. 1-9+ 
Unipolar 
@ SS345PT 4mA 27Vto7V SOT-23-3 58R2692 2.23 
@ SS445P 4mA 27Vto7V TO-92-3 58R2693 3.08 
PIM_164492 


$S351AT/SS451A OMNIPOLAR HALL-EFFECT 


DIGITAL POSITION SENSORS 
eS 


Honeywell 


SWITCHES & SENSORS 
SENSOR 


MAGNETIC 


THREE AXIS STRAPDOWN MAGNETOMETER 


Features: 

© Replaces bulky Fluxvalves 

© Microprocessor based smart sensor 

® Small size 

© Repeatable and reliable 

Applications: 

® Navigation systems 

© GPS backup systems 

@ Remote vehicle monitoring 

© Unpiloted air vehicles 

Honeywell's three-axis strapdown magnetometer 
detects the strength and direction of the earth’s 
magnetic field and communicates the x, y, and z 


Honeywell 

Gepiim 
Compliant 
Available 


component directly via serial bus. The HMR2300r is compliant with applicable MIL-STD- 810E requirements 
for military and commercial flight systems. It was designed to be a replacement for bulky fluxvalve magnetic 
sensors commonly used in aviation 
systems. 
Price Each 
Mfg. Part No. Magnetic Field Range Resolution Stock No. 1-9+ 
RS422 
HMR2300R-422 -2Gto2G 0.067mG 90B6432 = 
RS485 
HMR2300R-485 -2Gto2G 0.067mG 84K2735 1533.00 
PIM_5528001 


SS340RT/SS440R SERIES UNIPOLAR HALL- 
EFFECT DIGITAL POSITION SENSORS 


= 


Honeywell 

Gein \ 
Compliant 
Available 


omed a 
SS340RT Series 
Key Features and Benefits 


SS440R Series 


stable operation over a wide temperature range, 
@ Subminiature package size (SS340RT Series) from -40 to 150 °C [-40 to 302 °F] 
supplied on tape and reel allows for a compact Potential Applications 
design with automated component placement, © Door or lid closure detection 
helping to reduce manufacturing costs @ Speed and RPM sensing in fitness equipment 
© Simple activation from a single pole and multiple @ Flow rate sensing in industrial processes, applianc- 
magnetic sensitivities (high, medium, low) make es, or water softeners 


RoHS 
Compliant 
., Available 
hy 
ff 


this product potentially suitable in a variety of mo- | @ Damper or valve position control in industrial HVAC 


tion control, lid closure detection, and displacement 


or residential/commercial applications 


ed 


fi 


SS351AT 


Key Features and Benefits 

© Subminiature SOT-23 surface mount package 
(SS351AT) requires less PCB space, allowing for 
use in smaller assemblies 

© Supplied on tape and reel (SS351AT) allows for 
use with automated component placement, which 
can help reduce manufacturing costs 

@ Small leaded, flat TO-92-style package (SS451A) 
allows for more space on the PCB 

© Simple activation from a North pole or a South 
pole and sensitive magnetics make these products 
potentially suitable in a variety of applications, 


SS451A 


@ Thermally balanced integrated circuit provides for 
stable operation over a wide temperature range of 
-40 degrees C to 150 degrees C [-40 degrees F to 
302 degrees F] 

Potential Applications 

Commercial 

@ Speed and RPM sensing in fitness equipment 

@ Magnetic encoder for building access 

© Damper or valve position control in HVAC 
equipment 

@ Flow rate sensing in appliances and water 
softeners 


sensing applications © Robotic control (cylinder position monitoring) 

© Low voltage 3 V capability helps reduce power @ Float-based fluid level sensing 
consumption @ Printer head position sensing 

© Built-in reverse polarity protection protects the @ Displacement sensor in hospital beds or medical 
device from potential damage during installation equipment 


@ Thermally balanced integrated circuit provides for © @ Medication bin monitor on portable drug carts 


The SS340RT and SS440R series are very smal, versatile, digital Hall-effect devices operated by the magnetic 
field from a permanent magnet or an electromagnet. They are supplied in three different magnetic sensitivities: 


- Highest sensitivity: SS341RT and SS441R offer the highest sensitivity with a typical operating point of 85 G 
at 25 °C [77 °F]. 
- Medium sensitivity: SS343RT and SS443R offer medium sensitivity with 125 G typical at 25 °C [77 °F]. 

- Lowest sensitivity: SS349RT and SS449R offer the lowest sensitivity, requiring 350 G typical to operate at 
25°C [77 °F]. 


SS340RT series: Subminiature SOT-23 surface mount package takes less space on the printed circuit board; 
supplied on tape and reel for automated pick and place assembly, often helping to reduce manufacturing costs; 
responds to North pole. SS440R series: Leaded flat TO-92 style package (bulk packaging, 1000 units per bag). 
Ammopack (fan-fold) type tape, with straight or formed leads for automated assembly; responds to South pole.” 


including motion control, lid closure detection, and  @ Printer head position sensing 
4 : Tape & 
displacement sensing Industrial Reel 
© Low 3 Vdc supply voltage capability allows for © Flow rate sensing in industrial processes Output Supply Case |-—___—_-_. 
use in low voltage applications and helps promote  @ Robotic control (cylinder position monitoring) Mfg. Part No. Current Voltage Style Stock No. 1-2999+ 
energy efficiency  Float-based fluid level sensing Unipolar, Highest Sensitivity 
e Built-in reverse polarity protection protects the Medical , , : @ SS341RT 20mA 3V to24V S0T-23-3 50R8554 Zs 
device from potential damage during installation @ Displacement sensor in hospital beds and medical 
© Typical operating point of 85 G at 25 degrees C equipment @ SS441R 20mA 3V to 24V T0-92-3 5OR8558 1.89 
[77 degrees F] © Medication bin monitor on portable drug carts Unipolar, Lowest Sensitivity 
Output Supply Case Tape Cut @ SS349RT 20mA 3V to 24V SOT-23-3 50R8556 es 
Mfg. Part No. Current Voltage Style Stock No. 1-9+ @SS449R 20mA 3V to 24V TO-92-3 50R8560 — 
Omnipolar Unipolar, Medium Sensitivity 
@ SS351AT 20mA 3V to 24V SOT-23-3 51R0329 2.54 @ SS443R 20mA 3V to 24V TO-92-3 50R8559 2.21 
@ SS451A 20mA 3V to 24V TO-92-3 51R0330 0.97 PIM. 161814 
PIM_163701 
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SS30AT, SS40A, SS50AT BIPOLAR HALL-EFFECT 
MAGNETIC POSITION SENSORS 


ol 


Honeywell 

Sake ; 
Compliant 
Available 


SSSOAT 


SS30AT 


SS40AT 


Features: 
@ Subminiature package size often allows for use in 
applications with tight PCB space where a compact 


© Ability to operate up to 125 °C [257 °F] provides 
application flexibility 
Potential Applications: 


@ 4.5 Vdc to 24 Vdc supply voltages enhance Flow-rate sensing 

application flexibility Robotics control 
The SS30AT/SS40A/SS5O0AT series sensor build upon Honeywell's popular magnetic position sensors and 
offer severa advantages. These sensors have been designed with the latest technologies to provide reliable, 
cost-effective solutions to many commercial, computer, medical, and/or consumer applications requiring motor 


design is needed @ Transportation motion Controll: 
@ Built-in reverse voltage protection simplifies @ Tachometer, counter pickup 
installation and protects device from damage when © Motor and fan control 
mounted on PCB © Electric vehicle control 
@ Thermally balanced integrated circuit provides @ Industrial: 
stable operation over a full temperature range @ Speed and RPM sensing 
e 
e 


control and RPM sensing. These products are available in three package styles to suit a variety of applications. 
The SS40A in the leaded, flat TO-92 style package. The SS30AT in the subminiature SOT-23 surface-mount 
package, and the SS50AT in the small SOT-89B surface-mount package. 
Output Supply Case Price Each 

Mfg. Part No. Current Voltage Style Stock No. 1-9+ 
Bipolar 
@ SS30AT 20mA ‘| 4.5 VDC to 24 VDC SOT-23-3 25R2291 0.83 
@ SSS5OAT 20mA =| 4.5 VDC to 24 VDC SOT-89B-3 7147829 4.49 
@ SS40A 20mA ‘| 4.5 VDC to 24 VDC TO-92-3 71J7819 is 
PIM_153583 


$S361RT/SS461R SERIES BIPOLAR LATCH 


Honeywell 


HALL-EFFECT MAGNETIC 
POSITION SENSORS = 
bhy Sake ; 
Compliant 
Available 
SS461R 

Features © Convertible roof position 

@ Enhanced sensitivity © Automotive transmission position 

© Subminiature package size (SOT-23) Industrial: 

© Low voltage capability: 3 V operation @ Flow-rate sensing 

© Low cost © Robotics control 

© Built-in reverse voltage protection Medical: 


@ Robust design: will operate up to 150°C [302°F] @ Medication dispense control 


Applications Specifications: 
Transportation: © Operating temperature: -40 to 150°C 
@ Speed and RPM sensing © Supply current: 6mA max. 
@ Motor and fan control © Typical operate point: 50 gauss at 25°C 
Output Supply Case Price Each 
Mfg. Part No. Current Voltage Style Stock No. 1-9+ 
Bipolar 
@ SS461R 20mA 3V to 24V TO-92-3 11R0677 1.82 
PIM_148726 


Custom Panel Meters Call 800 859 1257 


Choose your own colors, text, and company logo 
Custom scale, range and pointer types 
Analog/Digital Meters, Sensors, Controllers and more 


Email panelmeters@newark.com 


PIM_5624809 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SL353 SERIES MICROPOWER OMNIPOLAR 
DIGITAL HALL-EFFECT SENSOR ICS 


Features and Benefits 

© Lowest average current requirements in its class 
(1.8 yA typ) and a supply voltage as low as 2.2 
Vdc makes the SL353LT ideal for applications 
requiring low power consumption 

@ Non-chopper stabilized design: Does not utilize 
chopper stabilization, eliminating the noise 
generated by products using this technique 

© Omnipolar capability with high and low duty cycle 
options allows for use in a variety of potential 
applications with low power requirements and/ 
or battery operation, including motion control, lid | —| i—| 
closure detection, presence-absence, metering, 
and displacement sensing 

@ Thermally balanced integrated circuit provides for stable operation over a wide tempera- 
ture range, from -40° to 85 °C [-40° to 185 °F] 

@ The SOT-23 subminiature package size requires less PCB space 

Potential applications 

© Position detection in battery-operated devices such 
as hand-held electronics, laptops, electronic locks, 
and power tools 

© Mobile printer head position sensing 

@ Small, hand-held medical and dental equipment 

VALUE PROPOSITIONS SL353LT: For device manufacturers who need ultra low power sensing for battery- 


Honeywell 

i Sat : 
Compliant 
Available 


@ Magnetic encoder 

for building access 

(array) 

© Power switch or 
open-close detec- 
tion in small battery-operated appliances (vacuum 
cleaners, fan. etc.) 

© Gas or water consumption measurement in 
remote, battery-operated utility meters 


operated, mobile applications, Honeywell’s SL353LT Omnipolar Hall-Effect Sensor IC provides an ultra low 
power (1.8 YA, 2.8 Vdc) sensor IC and helps minimize PCB (Printed Circuit Board) space, part count and cost 
for the entire application. 
Output Supply Case Tape Cut 
Mfg. Part No. Current Voltage Style Stock No. 1-9+ 

Omnipolar 

@ SL353LT 1.8uA 2.2V to 5.5 V SOT-23-3 2976156 aed 

@ SL353HT 330uA 2.2V to5.5V SOT-23-3 2976155 4.25 
PIM_194825 


PRECISION GEAR TOOTH (GT) & ENCODER 
SENSORS 


Features: 

Large Airgap 

Direct Analog Output 

DC (Zero Speed) Operation 

Sine / Cosine Outputs 

Precise Spacing and Phase Shifting Between Sensor 
Elements 2 
@ Excellent Temperature and Voltage Performance G , 
Applications: 

@ Linear and Angular Speed Sensing 

@ Linear and Angular Position Sensing ® Direction Detection 


The ABL-Series GT Sensors are differential sensor elements that provide an analog sinusoidal output signal 
when used with a bias magnet and gear tooth or a magnetic encoder. These chips use NVE's proprietary 
GMR sensor elements featuring an extremely large output signal from the raw sensor element, which is stable 
over the rated temperature and voltage range. As a result, ABL-Series GT Sensors feature excellent airgap 
performance and an extremely stable operating envelope as well as the robust reliability characteristics that 
NVE sensors are known for. 


NVE== 


NVE CORPORATION 


RoHS _ 
Compliant 
Available 


Supply Case Price Each 
Mfg. Part No. Voltage Style Stock No. 1-9+ 
Gear Tooth, Dual Bridge, Element Spacing 1000 microns 
@ ABLO14-00E 1V to 30V MSOP-8 72W1056 = 
Gear Tooth, Dual Bridge, Element Spacing 500 microns 
@ ABLO15-00E 1V to 30V MSOP-8 72W1057 ee 
Gear Tooth, Single Bridge, Element Spacing 1000 microns 
@ ABLO004-00E 1V to 30V MSOP-8 72W1054 = 
Gear Tooth, Single Bridge, Element Spacing 500 microns 
@ ABL005-00E 1V to 30V MSOP-8 72W1055 — 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ AG920-07E GTsensor Evaluation Kit 72W1075 = 
PIM_209478 


HALLOGIC® HALL EFFECT SENSORS 


Sensors meet the demands of motion sensing in harsh 
environments. All case styles are plastic lateral. Operate point @ TA 
= 25°C, unless otherwise indicated. 


OPTEK Technology 


RoHS — 
Compliant 
Available 


> CONTINUED > 
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HALLOGIC® HALL EFFECT SENSORS (CONT.) 


Output Supply Case | Price Each 
Mfg. Part No. Current Voltage Style Stock No. 1-9+ 
Hallogic 
@ OHS3175U 20mA 4.5V to 24V TO-92-3 08F2610 4.39 
Unipolar 
@ OHS3140U 21mA 4.5V to 24V TO-92-3 08F2609 4.21 
@ OHN3020U 21mA 45V to 24V TO-92-3 08F2591 4.114 
@ OHN3140U 21mA 4.5V to 24V TO-92-3 08F2600 aS 
@ OHN3120U 25mA 45V to 24V SIP-3 08F2597 4.08 
@ OH180U 30mA 4.5V to 24V TO-92-3 08F2613 3.18 
@ OHO90U 30mA 45V to 24V TO-92-3 08F2612 4.67 
@ OH360U 30mA 45V to 24V TO-92-3 08F2614 3.18 
PIM_9369 
Hall Effect 
Supply Voltage Price Each 
Mfg. Part No. DC Stock No. 1-9+ 
@ OHB900 4.5-25V 08F2589 9.41 
PIM_5512769 


MODEL 834M1 ACCELEROMETER 


© Triaxial piezoelectric accelerometer 
@ <22uA current consumption 

© Wide bandwidth to 6kHz 

© Circuit board mountable 


The Model 834M1 is a low cost, board mountable triaxial 
accelerometer designed for high mplitude embedded shock 
applications. The accelerometer features a maximum 
current consumption of 22 micro-amps and incorporates 
full power and signal conditioning. 


ZTE 


connectivity 


AUTHORIZED DISTRIBUTOR 


SWITCHES & SENSORS 
SENSO 


MAGNETIC 


MODEL 4030 ACCELEROMETER 
© DC Response, silicon MEMS 

© Low cost, great value 

@ Rugged construction 


The Model 4030 are low noise, signal conditioned DC 
accelerometers packaged in a durable molded housing. 
The accelerometers are offered in +2g & +6g ranges 


with a nominal 0-200Hz bandwidth. The model 


triaxial configuration. The capacitive silicon MEMS sensing 


4030 is a 


element offers high resolution and long term stability for 


critical measurement applications. 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


| Supply Price Each 
Mfg. Part No. Acceleration No. of Axes Voltage Stock No. 1-49+ 
Panel Mount 
4030-002-120 +29 3 30 VDC 03AC2145 215.39 
4030-006-120 +69 3 30 VDC 03AC2146 177.74 


PIM_5740179 


QUADRATURE SPEED AND DIRECTION SENSOR 


Features: 

© Wide temperature range 

© |P69K 

© Robust noise immunity 

@ High frequency switching capability 
Applications: 

© Industrial 

® Transportation 


Honeywell’s SNG-Q Series are designed to provide both 
speed and direction information. Speed information is 
provided from digital square wave outputs; direction is 
provided using a quadrature output with signals 90° phase 
shifted from each other. With the quadrature output, target 


Honeywell 


RoHS — 
Compliant 
Available 


direction is determined by output lead/lag phase shifting. 
Housing Supply HericelEachy 
Mfg. Part No. Dia. Voltage Stock No. 1-4+ 
Cable 
SNG-QPLA-000 35mm 4.5VDC-26VDC 52Y1832 68.22 
PIM_5527923 


SELF ADHERING SURFACE TEMPERATURE 
SENSORS 


© Excellent heat transfer 


Amphenol 


Advanced Sensors 


Supply Price Each 
Mfg. Part No. Acceleration No. of Axes Voltage Stock No. 1-99+ 
SMD 
834M1-2000 + 2000g 5.5 VDC 99W2128 166.97 
834M1-6000 + 6000g 5.5 VDC 99W2129 ae 
PIM_5740256 


MODEL 832M1 ACCELEROMETER 
@ Triaxial piezoelectric accelerometer 

@ <22uA current consumption 

© Wide bandwidth to 6kHz 

© Circuit board mountable 

The Model 832M1 is a low cost, board mountable 
triaxial accelerometer. Featuring stable piezo- 


AUTHORIZED DISTRIBUTOR 


© Long-term stability 
© Multiple adhesive tape sizes and 


shapes avai 


@ PVC single insulated lead wire, 
3x1.5mm cross-sectional profile 


Self-Adhering 
Sensors are 
placement on 
working in conj 
temperature re: 


jable 


Surface Temperature 
typically designed for 
he external wall of a water tank or boiler reservoirs. They are also suitable for reservoir tanks 
junction with solar panel water heating systems. This range of adhesive pad sensors detect over- 
sulting from a malfunction or a dry-fire and have been used in industrial applications for decades 


ceramic crystals, the accelerometer incorporates 
full power and signal conditioning with a maximum 
current consumption of 22 micro-amps. The 
model 832M1 provides a flat frequency response 
up to greater than 6kHz. The standard model 832 offers the same envelope with a lower maximum current 
consumption of 4 micro-amps. 


with a proven robust quality record in the field. 


Supply Price Each 
Mfg. Part No. Acceleration No. of Axes Voltage Stock No. 1-99+ 
SMD 
832M1-0025 + 25g 3 5.5 VDC 99W2123 166.95 
832M1-0050 + 50g 3 5.5 VDC 99W2124 165.30 
832M1-0100 + 100g 3 5.5 VDC 99W2125 169.45 
PIM_5740253 


MODEL 805M1 ACCELEROMETER 


© TO-5 series accelerometer 


@ 3-Wire voltage output 


@ Low-Cost, embedded applications 


=TE 


connectivity 


Pressure sensitive adhesive tapes loaded with ceramic powders provide high thermal conductivity and thus 
excellent heat transfer from the heat source to a NTC thermistor while maintaining appropriate levels of dielectric 
strength. An adhesive lined foam backing tape provides air and moisture resistance with optional WRC (5470) 
water safety and DIN 4102 part 1 (B3) fire safety approvals. 
Price Each 
Mfg. Part No. Stock No. 1-2499+ 
Wire Leaded, 45x15x15 mm, 160 mm Length 
JS7352 01AC4337 1.77 
Wire Leaded, 45x45 mm, 650 mm Length 
JS6862 01AC4311 41.92 
Wire Leaded, 45x45 mm, 750 mm Length 
JS5698 01AC4307 2.04 


PIM_5724126 


AMPHENOL ADVANCED SENSORS 
THERMOMETRICS THERMOPILE IR SENSORS 


Amphenol 


© <0.80mA power consumption AUTHORIZED DISTRIBUTOR 


The Model 805M1 is a miniature voltage output 
accelerometer. It offers a flat frequency response to 12kHz. 
The accelerometer features a hermetic construction in a 
TO-5 header configuration. The model 805M1 incorporates 
a stable piezo-ceramic crystal with low power electronics 
in a 100% shielded housing suitable for many embedded 
OEM applications. 


Advanced Sensors 


la ép 


1h O@ 


Supply Price Each 
Mfg. Part No. Acceleration No. of Axes Voltage Stock No. 1-99+ 
Through Hole, Adhesive Mount 
805M1-0020 + 20g 1 s5voc | 99w2121 | 111.90 
Through Hole, Stud Mount 
805M1-0020-01 + 20g 1 §.5 VDC 03AC2184 126.07 


PIM_5740232 


1.800.463.9275 © newark.com 


ZTP-101T eIPm9 
ZTP-135SR ZTP-315 
RoHS 
Compliant 
Available 
ZTP-115M. 
Features for compensation 


@ Non-contact measurement 
© Wider surface area measurement 
© Small-size sensor packages 


@ High sensitivity 


© Fast response time 


© Operating temperature range: -20°C to +100°C 


@ Included ambient temperature; (thermistor) sensor 


> CONTINUED > 


elementiy 1107 


SWITCHES & SENSORS 


SENSORS — TEMPERATURE 


AMPHENOL ADVANCED SENSORS THERMOMETRICS THERMOPILE IR 
SENSORS CONT.) 


hermopile ook '$ are used for non-contact surface termperature measuring and consist of thermo- 
elements, flat IR filter, a thermistor for temperature conpensation and a hermetically-sealed small-size package. 
Mfg. part no. ZTP-115M thermopile IR module with analog output consists of a thermopile, mfg. part no. ZTP- 
115 IR sensor, signal conditioning and voltage output. 
Price Each 
Mfg. Part No. Sensing Range Stock No. 1-4+ 
ZTP-115-STANDARD -40°C...105°C 84W8926 = 
1.8mm x 1.8mm 
@ ZTP115 -40°C...105°C 39C2250 = 
3mm x 3mm 
ZTP-101T -40°C...105°C 84W8925 1.14 
Module 
ZTP-115M -40°C...145°C 84W8927 14.47 
TO-46 
ZTP-135SR -20°C...100°C 84W8932 1.98 
TO-5 
@ ZTP-315 -40°C...120°C 39C2252 2.64 
PIM_69953 
1/8 DIN PANEL TACHOMETER 


EXTECH 


= INSTRUMENTS 
A FLIR COMPANY 


cE 


@ Measures continuous readings from 5 to 99990 99990rpm) 

rpm © Large 4-digit LED display updates once per second 
© Microprocessor quartz crystal accuracy of 0.05% (rpm greater than 60) 

+ (digit @ One-year manufacturer's warranty 


@ Resolution from 0.1rpm (5 to 1000rpm) to 1rpm 
(1000 to 9999rpm) to 10rpm (10000rpm to 
Mfg. part no. 461950 1/8 DIN panel-mount tachometer features continuous and accurate readings from 5 to 
99990 rpm using mfg. part no. 461955 proximity sensor designed for target distance of 0.1” (3mm), covers 
range to 36,000rpm (600HZz) or mfg. part no. 461957 photoelectric sensor with target distance of 0.4” (10mm) 
and range to 15000rpm (250Hz); order separately below. Both encapsulated sensors include 6-ft. (1.8m) cable. 
Meter rated: 115/230VAC, 50/60Hz. Meter size: 3.61 x 3.54 x 1.66” (92 x 90 x 42mm). Bezel size: 3.78 x 1.89 x 
2.36” (96 x 48 x 60mm). Panel cutout: 3.62 x 1.77” (92 x 45mm). 


@ CE compliant 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


ILD SERIES BIG DISPLAYS AND CONTROLLERS (CONT.) 
The BIG display features big bright 2.3" (57.2) or 
4.0” (101.6) LED digits that can be programmed to 
change colors between red, amber and green at 
any set point or alarm point. The changes in color 
are quickly seen from a distance and equipment 
operators can intuitively react to changing 


CE 


conditions. The BIG display offers a wide assortment 
of signal inputs for process (DC) voltage and current, thermocouples, RTDs, strain gage, AC voltage and current, 
and frequency/pulse. The ethernet BIG display can display data transmitted via serial or TCP/IP communication 
from a computer or from other devices which transmit ASCII data via RS-232, RS-422 or RS-485. Optional 
outputs include SPDT relays for alarm or full PID control, isolated analog output, and RS-232/422/485 serial 
communications and MODBUS. The BIG display can be mounted flush in a panel or surface mounted with the 
included brackets and features full NEMA 4/IP65 protection. Available with 2 output relays; go online or call. 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
LD24-El/N Ethernet 10N9147 = 
LD26-El/N,FS Ethernet, Factory Scaling 19K4907 = 
LD24-FP/N Frequency Pulse 02E2611 —_ 
Multifunction 
LD44-UTP/N 101mm Digits 02E2620 = 
LD24-UTP/N 57mm Digits 02E2615 = 
LD44-UTP-33/N Relay Outputs, 101mm Digits 02E2619 = 
LD24-UTP-33/N Relay Outputs, 57mm Digits 02E2614 = 
Strain Gauge / Process 
LD44-SP/N Process Input, 101mm Digits 02E2618 = 
LD24-SP/N Process Input, 57mm Digits 02E2613 = 
PIM_73305 


PLATINUM TEMPERATURE SENSOR 
@ Platinum Temperature Sensor 

® Conformal to DIN EN 60751 

© Global interchangeability 

© Wide temperature range 
e 
e 
e 


AUTHORIZED DISTRIBUTOR 


Fast response time 
Low drift over lifetime 


Vi 


The PTF-sensor family combines a group of 
resistance temperature detectors (RTD) using a 
Platinum resistor in thin film technology as sensing 
element. 

Due to small outline and low mass this RTD has a 


[Price Each = ig time constant; therefore it is a suitable solution 
Mfg. Part No. Range Stock No. 1+ for fast and precise feedback control systems. 
Tachometer 
461950 5RPM to 99990RPM 27K9917 197.99 Price Each 
PricelEach Mfg. Part No. Res. Sensing Range Stock No. 1-9+ 
Mfg. Part No. Description Stock No. [i+ PTFC Type, 2 x 2.3 mm, Ag Wire 
461957 Photoelectric Sensor 279920 143.99 NEE TOO160 open _ =80 V1o bw USAC 660 = 
161955 Proximity Sensor 27K9919 PaTaS NB-PTCO-162 To0ohm 30 °C to 200 °C 03AC1662 3.46 
PIM 202192 NB-PTCO-161 100ohm -30 °C to 300 °C 03AC1661 0.84 
a NB-PTCO-157 1kohm -50 °C to 600 °C 03AC1658 2.89 
CYLINDRICAL WIRE LEADED PLATINUM ee oe oer —} 382 
RESISTANCE TEMPERATURE DETECTORS (RTDs) Honeywell er ae a 
Fists ype, 2 x 2.3 mm, Au Coated Ni Wire 
= Geetinoiat NB-PTCO-002 1000hm -60 °C to 600 °C 03AC1637 1.70 
SO > a NB-PTCO-058 100chm —__-30 °C to 200 °C 03AC1648 2.90 
i N NB-PTCO-011 1000hm -30 °C to 300 °C 03AC1639 = 
NB-PTCO-006 1kohm -50 °C to 600 °C 03AC1638 a2 
+ } NB-PTCO-154 1kohm -30 °C to 200 °C 03AC1655 3.44 
Sx_ NB-PTCO-029 1kohm -30 °C to 300 °C 03AC1642 2.42 
PTFD Type, 2 x 5mm, Ag Wire 
NB-PTCO-053 1000hm -50 °C to 600 °C 03AC1647 1.04 
Features: (HEL-705); -75°C to +540°C fiberglass (HEL-707) NE ICOr62 avon see ae USACE ask 
© Small cylindrical ceramic bodies are designed for © Applications: NB-PTCO-158 1000hm -30 °C to 300 *C 03AC1659 1.25 
drill holes and probe assemblies © HVAC room, duct and refrigerant equipment NB-PTCO-035 1kohm -50 °C to 600 °C 03AC 1644 1.73 
Ries caeigktestsosom eee “gprs | tama cweoe [est | a 
(40.5°C) @0°C. © Temperature regulation in process control NB-PTCO-170 ikohm 730 °C to 300 °C 03AC1666 2.64 
© Temperature range: -200°C to +260°C, Teflon® PTFD Type, 2 x 5 mm, Au Coated Ni Wire 
Price Each NB-PTCO-024 1000hm -50 °C to 600 °C 03AC1641 ee 
Mfg. Part No. Res. Sensing Range Stock No. 1-4+ NB-PTCO-155 1000hm -30 °C to 200 °C 03AC1656 2.15 
0.1% Resistance Trim NB-PTCO-037 1000hm -30 °C to 300 °C 03AC1645 1.41 
@ HEL-705-U-1-12-00 1kohm -200 °C to +260 °C 15M0243 47.30 NB-PTCO-126 1kohm -50 °C to 600 °C 03AC1649 0.82 
@ HEL-707-U-1-12-00 1kohm -75 °C to 540 °C 15M0246 43.42 NB-PTCO-150 4kohm -30 °C to 200 °C 03AC1651 7.09 
0.2% Resistance Trim NB-PTCO-168 1kohm -30 °C to 300 °C 03AC1665 6.45 
@ HEL-705-T-0-12-00 1000hm -200 °C to +260 °C 15M0242 62.85 PTFM Type, 1.2 x 4mm, Ag Wire 
@ HEL-707-T-0-12-00 1000hm___-75 °C to 540 °C 15M0244 125.80 NB-PTCO-186 1000hm —__-50 °C to 600 °C 03AC1667 = 
@ HEL-705-U-0-12-00 ikohm -200 °C to +260 °C 91F7129 42.59 NB-PTCO-188 100ohm -30 °C to 200 °C 03AC1669 3.05 
@ HEL-707-U-0-12-00 1kohm -75 °C to 540 °C 15M0245 76.32 NB-PTCO-187 1000hm -30 °C to 300 °C 03AC1668 1.48 
PIM. 15545 NB-PTCO-191 Tkohm _-60 °C to 600 °C 03AC1670 0.90 
NB-PTCO-193 4kohm -30 °C to 200 °C 03AC1672 3.60 
ILD SERIES BIG DISPLAYS AND CONTROLLERS NEWPORT: NEPTCOS2 iL BSAGICEN i) 
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PLATINUM TEMPERATURE SENSOR (CONT.) 


SWITCHES & SENSORS 


SENSORS — TEMPERATURE 


i16 SERIES 1/16 DIN TEMPERATURE, PROCESS AND STRAIN PID 


Price Each CONTROLLERS (CONT.) 
Mfg. Part No. Res. Sensing Range Stock No. 1-9+ Price Each 
PTFM Type, 1.2 x 4mm, Au Coated Ni Wire Mfg. Part No. Description Stock No. 1+ 
NB-PTCO-032 1000hm -50 °C to 600 °C 03AC 1643 1.90 16D33-AL Dual Display, Process/Temperature Controller with Limit] 92H7474 -- 
NB-PTCO-156 4000hm 30 °C to 200 °C 03AC1657 3.55 Alarms, No PID Control, 3A Relay SPDT Outputs 
73 © ° 16D33-SM Dual Display, Process/Temperature Controller with] 05R0235 — 
NEE TGO=IA2 f00ohm.s 280070 19 GUE GENE) 2.92 Simplified Menu (On/Off Control, No PID Control), 3A Relay 
@ NB-PTCO-012 1kohm -50 °C to 600 °C 03AC1640 ROS, SPDT Outputs 
NB-PTCO-153 1kohm -30 °C to 200 °C 03AC1654 3.83 S16D33 Dual Display, Strain/Process Controller, 3A Relay SPDT} 05R0233 = 
NB-PTCO-050 1kohm -30 °C to 300 °C 03AC1646 4.27 Outputs 
PIM_5742816 1622 Single Display, ad ee Controller, 0.5A SSR | 96B0158 —_ 
jutputs 
1633 Single Display, Process/Temperature Controller, 3A Relay | 96B0159 — 
1/8 DIN DUAL DISPLAY CONTROLLERS (NEWPoRT’ SPDT Outputs 
oo 1653 Single Display, Process/Temperature Controller, Analog /| 65H4320 _— 
@) C € 3A Relay SPDT Outputs 
1653-C24 Single Display, Process/Temperature Controller with) 96B0162 = 
Isolated RS232 & RS485/422, Analog / 3A Relay SPDT 
Outputs 
Horizontal 1644-C24-DC Single Display, Process/Temperature Controller with) 04X5572 — 
Isolated RS232 & RS485/422, and 12 to 36VDC, 24VAC 
Vertical Power Supply, DC Pulse Outputs 
The Newport iSeries 1/8 DIN dual display autotune PID controllers feature displays that can be programmed to 1600 : Single Display, Process of Temperature Monitor, 5904307 = 
change colors between red, amber and green at any set point or alarm point. The changes in color are quickly $1633 Single Display, Strain/Process Controller, 3A Relay SPDT | 05R0234 = 
seen from a distance and equipment operators can intuitively react to changing conditions. The Newport iSeries Outputs 
controllers offer a wide assortment of signal inputs for process (DC) voltage and current, thermocouples, RTDs, $1633-C24-DC-AL| Single Display, Strain/Process Controller with Isolated] 04X5565 ay 
and strain gage measurements. Outputs include SPDT relays for alarm or full PID control, isolated analog RS232 & RS485/422, 12 to 36VDC, 24VAC Power Supply, 
output, Ethernet and RS-232/422/485 serial communications and MODBUS. and Limit Alarms, No PID Control, 3A Relay SPDT Outputs 
Price Each PIM_51575 
Mfg. Part No. Description Stock No. ‘he 
Temperature 
ie Dual Display, Horizontal, 2x Relay Output: 9709025 THERMOPILE SENSORS 
ual Display, Horizontal, 2x Relay Outputs = © Thermonile IR sensor 
I8DH33-AL | Dual Display, Horizontal, 2x Relay Outputs, Limit Alarm Version | 05R0278 = © For contactless temperature measurement 
18DH33-C24 | Dual Display, Horizontal, 2x Relay Outputs, RS232 & RS485/422 | 02E2624 = © Single element 
18DH33-SM Dual Display, Horizontal, 2x Relay Outputs, Simplified Menu 05R0279 aoe : Peder for ear thermometer 
I8DV33 Dual Display, Vertical, 2x Relay Outputs 02E2625 _ © Flat filter 
PIM_73304 © Accurate reference sensor 


i16 SERIES 1/16 DIN TEMPERATURE, 
PROCESS AND STRAIN PID 
CONTROLLERS 


Gepiin _ NEWPORT: 
Compliant 


Available 


Single or Dual Display Models 


Features: © Temperature stability 

@ Universal inputs: RTD, Thermocouple, Process @ Ratiometer mode for strain gauges 
Voltage/Current, Strain @ Programmable digital filter 

© Single or dual display models © Power: 90 to 240VAC 410%, 110 to 375VDC, 

@ High accuracy: 0.5°C, 0.03% rdg equivalent voltage 

© User-friendly, simple to configure @ Dimensions: 1.89°H x 1.89"W x 5”D (48mmH x 

@ Full autotune PID control 48mmW x 127mmD) 

© Totally programmable color-changing displays @ NEMA 4/Type 4 (IP65) rated front bezel 
(visual alarms) @ Five-year manufacturer's warranty 

© Built-in excitation @ ULlisted, CE compliant 


i16 Series 1/16 DIN size (48mm2) digital panel PID controllers feature universal inputs for thermocouples (K, 
J, T, E, R, S, B, C, N & J DIN) RTDs: 100-, 500-, and 1000-ohm with 2-, 3-, and 4-wire connections, plus totally 


Thermopiles are mainly used for contactless temperature 
measurement in many applications. Their function is to 
transfer the heat radiation emitted from the objects into a 
voltage output. 


Price Each 
Mfg. Part No. Sensing Range Stock No. 1-9+ 
TO-18 
G-TPCO-031 -20°C...85°C 03AC1409 5.73 
TO-5 
G-TPCO-019 -20°C...85°C 03AC1408 10.67 
PIM_5740426 


MICRO-BETACHIP (MCD) 


AUTHORIZED DISTRIBUTOR 


— 
@ NTC temperature sensor ® Small tip diameter 
© Fast time response 


NTC thermistor soldered to 38 AWG solid nickel bifilar with Polyester type insulation. Unit potted in polyimide 


scalable process voltage 0-100mV, 0-1V, 0-10V ranges and process current: 0-20mA. Its innovative iSeries fube using E Resi 
display can be programmed to change between green, amber and red at any set or alarm point. Measures ube using Epoxy Resin. 
inputs from load cells, pressure transducers and most any strain gauge sensor, as well as, process voltage Price Each 
and current ranges. i16 Series has built-in 5 or 10 excitation for bridge transducers andl supports 4 and 6-wire Mfg. Part No. Resistance Beta (K) Stock No. 1+ 
bridge communications, ratiometric measurements. Features fast and easy “in process” calibration/scaling of = 
the signal inputs to any engineering units and offers 10-point linearization which allows the user to linearize the Through Hole, Wire Leaded 
signal input from extremely nonlinear transducers of all kinds. Options include a second display for set point, GA10K3MCD1 10kohm 3976K 03AC1433 11.19 
isolated RS-232 and RS-485/422, Ethernet, and low-voltage power supply. PIM. 5740416 
Price Each Z 
Mfg. Part No. Description Stock No. 1+ 
16D33 Dual Display, Process/Temperature Controller, 3A Relay SPDT | 96B0157 = MINI BETACURVE (MBD) THERMISTOR PROBE 
Outputs 
16D53 Dual Display, Process/Temperature Controller, Analog / Relay | 65H4323 aoe 
Outputs 7 AUTHORIZED DISTRIBUTOR 
16D43 Dual Display, Process/Temperature Controller, DC Pulse /| 87H8809 = 
Relay Outputs @ NTC temperature sensor @ Small tip diameter 
16D44 Dual Display, Process/Temperature Controller, DC Pulse | 04X5574 = © Fast time response 
Outputs NTC Thermistor soldered to 30 AWG solid silver plated copper wire with PVDF insulation. Unit is potted in a 
16D33-DC Dual Display, Process/Temperature Controller with 12 to] 2701528 = one be . black 
36VDC, 24VAC Power Supply, 3A Relay SPDT Outputs lermally conductive Diack epoxy. 
@ 116D33-EIT Dual Display, Process/Temperature Controller with Ethernet | 35R2726 = Price Each 
Connectivity, 3A Relay SPDT Outputs Mfg. Part No. Resistance Beta (K) Stock No. 1+ 
16D33-C24-DC | Dual Display, Process/Temperature Controller with Isolated | 04X5570 — Through Hole, Wire Leaded 
RS232 & RS485/422, and 12 to 36VDC, 24VAC Power Supply, 
3A Relay SPDT Outputs GA10K3MBD1 10kohm 3976K 47Y0365 18.19 
PIM_5740413 
> CONTINUED > 


1.800.463.9275 © newark.com 
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SWITCHES & SENSORS 


SENSORS — TEMPERATURE 


NTC THERMISTORS 


connectivity 


. =TE 


AUTHORIZED DISTRIBUTOR 


ev 
@ Thermally conductive epoxy coating @ BetaCURVE Chip is soldered to leads 
@ 2 2.4mm maximum diameter 
Price Each 
Mfg. Part No. Resistance Beta (K) Stock No. 1+ 

Through Hole, Wire Leaded, Series 1, 0.1°C Tolerance, 30 AWG Leads 

GA10K3A1B 10kohm 3976K 03AC1429 3.34 
Through Hole, Wire Leaded, Series Il, 0.1°C Tolerance, 32 AWG Leads 

GA10K3A1IA 10kohm 3976K 03AC1430 4.25 
Through Hole, Wire Leaded, Series VI, 0.05°C Tolerance, 32 AWG Leads 

GA10K3A1AM 10kohm 3976K 03AC1428 12.36 
PIM_5740410 
HANDHELD STRAIN GAGE INDICATOR WNEWPORT’ 
@ Portable, hand held indicator for bridge type transducers 
© 9 Volt battery powered 
© Scalable display with dummy zero 
© Built-in transducer excitation 
© Track/peak modes available 
e 
e 


Selectable decimal point 
Low battery indication 

@ Blanking overrange 

The hand held calibrator is a digital indicator for strain gage 
type transducers such as load cells, torque sensors, or millivolt 
pressure sensors. It provides excitation voltage for the transducer 
and displays the readings on a liquid crystal display (LCD). The 
LCD has a 3 1/2 active digits (0-1999 counts) and an additional dummy zero if needed. The calibrator can display 
either the actual value of the signal (tracking mode) or the peak value (peak mode). It operates on a standard 
9 Volt battery and provides an indication of low battery. It has two internal reference voltages for powering 
the bridge. The 1.24 Volt reference is used with the 1K Ohm bridge and below whereas the 2.5 Volt with the 
2.5K/5K Ohm bridges and above. Failure to properly select the excitation voltage can result in the calibrator 
drawing excessive current. The calibrator provides amplification, common-mode rejection and controls the LCD 
Display. The calibrator is designed for 0.5 to 4.0 mV/V bridge sensitivity range. A ZERO POT and SPAN POT 
is provided for calibration. 


Price Each 
Mfg. Part No. Stock No. 1+ 
Strain Gauge / Process 
HHP-SG/N 86C7995 = 
PIM_212208 
508B SERIES TWO-WIRE CURRENT-LOOP PROCESS NEWPORT’ 


INDICATOR ‘ 
SBiry ; 
Compliant 
Available 
Features: Selectable dummy right-hand zero 


@ Powered by 1-5, 4-20mA or 10-50mA signal 
(jumper-selectable) 
@ Linear range: 0.3 to 50 mA 


Four programmable decimal points 
Operating temperature range: -40°C to +85°C. 
Compact, 2.9” (73.6mm) dia. die-cast housing, 


@ Protection: Up to 200mA forward, 1000mA reverse rated NEMA-4X 
© Forward voltage drop, max: 2.5V up to 50mA Waterproof to 35kPa (5 psi) 
© Input resistance: 50 ohm at 1-5mA, 12.5 ohm at Shock resistant to 55g 


4-20mA, 5 ohm at 10-50mA 
© 0.35” (8.9mm) 3-1/2 digit LCD display 
@ 2000-Count zero suppression or elevation Division 1, Groups A, B, C, D, E, F, G 
© 100 to 2000 Count span adjust @ CE compliant 
Mfg. part no. 508B-1 two-wire current-loop indicator powered directly by a 1-5mA, 4-20mA or 10-50mA process 
loop signal, with a maximum voltage drop of 2.5V. No separate power supply connection is required thereby 
reducing overall hardware and field wiring costs and providing immunity from most electrical noise encountered 
in process control environments. This indicator offers extensive zero and span adjustment capability, so it can 
read out directly in percent or in engineering units for process variables such as pressure, flow, temperature, 
or level. Easy to configure and calibrate, both the span and zero are fine-tuned with precision multiturn 
potentiometers. 


One-year manufacturer's warranty 
FM intrinsic safety certification for Class |, Il, Ill, 


Price Each 
Mfg. Part No. Range Stock No. 1+ 
Current Loop Indicator 
508B-1 1mA to 5mA/ 4mA to 20mA/ 10mA to 50mA 89F1815 = 
PIM_211862 
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EWS SERIES WALL MOUNT ENVIRONMENTAL W NEWPORT’ 
SENSORS 
NS PVITF Gee tinpian 

N Se Z Available 

S 

S y CE 

N j 

N = = 

EWS-BP-A EWS-TXIN 

Features: ® Stylish design blends in well with office, computer 


room or lab decor 

© For indoor applications only 

© Miniature size: 3.12" (79mm) L x 2.12" (64mm) W 
x 1.78" (45mm) H 

© Output: 4-20mA or 1-5VDC (user selectable) @ One-year manufacturer's warranty 

@ Max. loop resistance: O = (V supply-8V)/0.02A  @ CE compliant 


Mfg. part no. EWS-TX/N wall mount temperature sensor features temperature range of -18 to 57°C (0 to 
135°F). Accuracy in still air: +0.7°C (+1.2°F) @ 25°C; +1.4°C (2.5°F) @ 25°C across full range. Accuracy in 
moving air: +1.4°C (2.5°F); +1.7°C (3°F) across full range. Repeatability: +0.3°C (0.5°F). Temp. time constant: 
9 sec. in moving air (1m/sec), 30 sec. in still air (for 63.2% response). Power: 12 to 24VDC. 

Mfg. part no. EWS-BP-A wall mount barometric pressure sensor features range of 20.8 to 32 in Hg (10.20 
to 15.72 psi). Accuracy: +1% FSO. Repeatability: +0.2% FSO. Pressure hystersis: +0.15% FSO. Long-term 
stability: +0.1% FSO/Yr. Operating temperature range: 0 to 60°C (32° to 140°F). Temperature compensation 
across full range. Output: user-selectable 4 to 20mA, 1 to 5VDC. Power: 12 to 24VDC. 


© Interfaces with most process meters, controllers, 
recorders, dataloggers and data acquisition 
systems 

® Solid state 


Price Each 
Mfg. Part No. Stock No. 1+ 
Wall Mount Baromic Pressure Sensor 
EWS-BP-A/N 04X5554 me 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ EWS-TXIN Wall Mount Temperature Sensor 48M6129 ze 
EWS-MB Wall Plate Adapter Kit / Conduit Box Mounting Bracket 06R3038 —_ 
PIM_211761 
MTX AND TX SERIES TEMPERATURE RTD NEWPORT: 
TRANSMITTERS 
Features: 


RoHS _ 
Compliant 
Available 


@ Miniature two-wire or ultra-miniature three-wire design 


® Non-linearized or linearized version 
© 4.20mA DC output C € 
@ +0.1% accuracy 
© Zero/Span adjustment range: +25% for °F 
@ Frequency response: 3dB @ 3 Hz 
@ Upscale break protection 
© Non-isolated 
@ Mountable in any standard protection head 
@ Accepts 100 Ohm platinum RTD inputs , 
© Supply voltage: 8-S0VDC, 24V recommended @ One-year manufacturer's warranty 
® CE compliant 
Price Each 

Mfg. Part No. Res. Sensing Range Stock No. i+ 
Temperature Transmitter 
@ MTX-P03 156.960hm 0 °F to 300 °F 60M3688 128.00 
Temperature Transmitter, Linearized 

MTX-P03-L 156.960hm 0 °F to 300 °F 04X9771 128.00 
Price Each 
Mfg. Part No. Description Stock No. ihe 

@ TX94A-2/N RTD Transmitter 84R8466 = 
PIM_211760 


i18 SERIES 1/8 DIN TEMPERATURE, 
PROCESS AND STRAIN PID 
CONTROLLERS 


Gepiimoian WNEwWPoRT’ 


cE 
©. 


© Built-in excitation 

© Power: 90 to 240VAC 410%, 110 to 375VDC, 
equivalent voltage 

@ Dimensions: 1.89"H x 3.78’W x 5”D (48mmH x 
96mmW x 127mmD) 

@ NEMA 1/Type 1 rated front bezel 

@ Five-year manufacturer's warranty 

@ UL listed, CE compliant 


Features: 

@ Universal inputs: RTD, Thermocouple, Process 
Voltage/Current, Strain 

© No outputs or dual outputs for controlling or 
alarming functions 

@ High accuracy: +0.5°C, 0.03% rdg 

© User-friendly, simple to configure 

@ Full autotune PID control 

® Totally programmable color-changing display 

i8 Series 1/8 DIN size (3.7” x 1.9”) digital panel meters feature universal inputs for thermocouples (K, J, T, E, R, 

S, B, C, N & J DIN) RTDs: 100-, 500-, and 1000-ohm with 2-, 3-, and 4-wire connections, plus totally scalable 

process voltage 0-100mV, 0-1V, 0-10V ranges and process current: 0-20mA. Features the innovative iSeries 

display that can be programmed to change between green, amber and red at any set or alarm point. Options 

include isolated RS-232 and RS-485/422, Ethernet, and low-voltage power supply. 
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i18 SERIES 1/8 DIN TEMPERATURE, PROCESS AND STRAIN PID 
CONTROLLERS (CONT.) 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
853 1/8DIN, Analog & Relay Output 0101227 — 
i8A00 1/8DIN, Isolated Analog Output 26H7971 = 
800 1/8DIN, No Output 96B0170 = 
@ 1800-C24-DC 1/8DIN, No Output, Isolated RS232 & RS485/422 65K8795 = 
$833-ElT-DC 1/8DIN, Strain/Process Input, 2 Relay Output, Ethernet 04X5566 = 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
833 1/8DIN, 2 Relay Output 96B0172 es 
833-EIT-DC 1/8DIN, 2 Relay Output, Ethernet 04X5580 = 
PIM_211651 
RTD-800 SERIES PRECISION RTD PROBES WNEWPoRT' 
SPECIALIZED FOR LABORATORY APPLICATIONS 
r \ 
= 
a 7 RTD-830 
RTD-860 
RTD-830 ohm/°C 
@ Housing Made From Aluminum for Fast Thermal @ Temperature Range -60 to 230°C 
Response RTD-860 


@ Small Housing Size Allows for Installation on Most 
Flat Surfaces 

@ Housing Includes a 0.115” Diameter Mounting 
Hole (Clearance Hole for a #4 Bolt), Can Also Be 
Cemented Into Place 

© Sensor Contains a High-Accuracy, 100 Ohm, Class 
“A” DIN Platinum Element and 1 Meter (40°) of PFA 
Insulated & Jacketed Cable and 3-Pin Miniature 
Connector Miniature 3-Pin Connector for Connecting to Most 

© Temperature Coefficient (Alpha) = .00385 ohm/ Instruments 


The RTD-830 is designed for use as a surface temperature sensor. The aluminum housing allows for fast 
transfer of heat to/from the sensing element. The housing contains a clearance hole for a #4 mouting screw so 
the sensor can be bolted or cemented into place. If bolt mounted, a small amount of High Conductive Paste 
placed between the housing and surface can improve thermal response. The sensor includes a 100 ohm Class 
ADIN Platinum element connected to 1 meter (40") of PFA insulated & jacketed cable and a 3-pin miniature 
connector. The RTD-860 sensor is designed for easy installation into air ducts, laminar flow booths or other 
applications where temperature measurements must be taken through thin walls or structures. The sensor 
features an all stainless steel welded construction consisting of a closed-end tube and mounting plate. The 
platinum RTD sensor is housed in the tip of the 1/8” diameter tube for fast response. The 1” dia. mounting plate 
has two (2) 0.15” diameter holes for convenient mounting, and the sensor is supplied with 1 meter (40”) of PFA 
insulated & jacketed cable and miniature 3-pin connector. 


@ High-Accuracy Class “A” 100 Ohm DIN Platinum 
Element Standard 

© Temperature Coefficient (Alpha) = .00385 ohm/ 
ohm/°C. 

© Temperature Range Is -200 to 230°C 

@ Includes Stainless Steel Sheath and Flange with 
Pre-Drilled Mounting Holes for Easy Installation 

@ 3-Wire PFA Insulated & Jacketed Cable with 


Price Each 
Mfg. Part No. Res. Sensing Range Stock No. 1+ 
RTD-860/N 1000hm -200 °C to 230 °C 72W3012 = 
RTD-830/N 1000hm -50 °C to 230 °C 72W3011 = 
PIM_209539 


D6T SERIES MEMS THERMAL SENSORS 


OMRON. 


ERT-J SERIES NTC SMD MULTILAYER 


THERMISTORS 


Features 


@ Highly reliable multilayer/monolithic structure 
© Wide temperature operating range: -40° to 125°C 
@ Environmentally-friendly lead-free 


Applications 


@ Temperature Compensation 


© Battery packs 
© Liquid crystal displays 


SWITCHES & SENSORS 


SENSORS — TEMPERATURE 


_ Panasonic 


P 


RoHS 
Compliant 
Available 


Tape Cut 
Mfg. Part No. Resistance Beta (K) Stock No. 1-24+ 

SMD, 0402 [1005 Metric] 

@ ERT-JOEG103FA 10kohm 3375K 5576125 0.06 
@ ERT-JOEM103J 10kohm 3900K 52W1171 0.04 
SMD, 0603 [1608 Metric] 

@ ERT-J1VG103FA 10kohm 3375K 5576142 0.06 
@ ERT-J1VR103J 10kohm 4250K 5576144 = 
@ ERT-J1VS104FA 100kohm 4330K 5576147 a 
@ ERT-J1VV104J 100kohm 4700K 5516150 0.03 
PIM_208941 

EM3500 SERIES POWER MONITORING DINRAIL Gchnejider 


METERS 
The EM3500 Series DIN Rail 
performance and easy installa’ 


solution for power monitoring applications. The EM35xx 


can be installed on standard D 
needed. Pulse output and pha 


versatility. The Modbus and BACnet output options offer 
added flexibility for system integration. The data logging 
capability (EM3555 and EM3560) protects data in the event 


of a power failure. Modbus, pu 


are all provided to suit a wide variety of applications. 


G@eElectric 


Meter combines exceptional 
ion to deliver a cost-effective 


N rail or surface mounted as 
ise alarms provide additional 


se output, and phase alarms 


Price Each 
Mfg. Part No. Description Stock No. 1-4+ 
Energy 
METSEEM3560 BACnet with logging 51X6060 1063.90 
METSEEM3550 Modbus, 2 Quadrant 51X6058 692.60 
METSEEM3555 Modbus, 4 Quadrant with Logging 51X6059 946.82 
METSEEM3502 Pulse Out Only 51X6057 557.40 
PIM_5465244 
NTHS SERIES SURFACE MOUNT NTC THERMISTORS Hy 
© Solderable Terminations VISHAY. 


@ Wraparound Terminations 
© Allows Design Flexibility For 
Circuitry 


@ High-Density Monolithic Construction 


] RoHS _ 
| | © Compliant 
1 Available 
| | a 


Use With Hybrid 


: SACRE bos baie _ Vieduroreas sr ee a high SNR Tapacut 
aes Samancagacms ee sacmomccewonews ag ratte. |_| san | sue [tar 
® High-precision area temperature detection with low Geatinp fant SMD, 0402 [1005 Metric] 
i Seeae etd raged Available “@ NTHSO402NO2N1002JE 10kohm 347K 46M2556 1.09 
@ NTHS0402N01N1003JE 100kohm 3964K 46M2555 1.28 
@ NTHS0402N17N2503JE 250kohm 4064K 46M2557 1.09 
SMD, 0603 [1608 Metric] 
@ NTHS0603N02N1002JE 10kohm 3477K 46M2560 1.08 
@ NTHS0603N01N1003JE 100kohm 3964K 46M2558 1.31 
Price Each SMD, 0805 [2012 Metric] 
Mfg. Part No. Stock No. 1-4+ @ NTHS0805N02N5001JE 5kohm 3477K 46M2568 1.26 
1x8 Element Type @ NTHS0805N02N1002JE 10kohm 3477K 46M2567 1.50 
@ D6TSLO6 47W2972 31.80 @ NTHS0805N01N4702JE 47kohm 3890K 46M2566 1.58 
4x4 Element Type SMD, 1206 [3216 Metric] 
@ D6T44L06 472971 38.18 @ NTHS1206N02N1002JE 10kohm 3477K 46M2573 ee 
PIM_210214 @ NTHS1206NO01N5002JE 50kohm 3964K 46M2572 2.84 
@ NTHS1206N01N1003JE 100kohm 3964K 46M2571 Abs. 
PIM_94525 
NTCL SERIES NTC THERMISTORS , ff 
VISHAY. 
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SWITCHES & SENSORS 
SENSORS — TEMPERATURE 


NTCL SERIES NTC THERMISTORS 


(CONT) 
@ AEC-Q200 qualified 


Features are 
© Flexible insulated leads for special mounting or Applications Geetinoiat 
assembly © Temperature measurement Available 


© Miniature sized fast reacting 

© Accurate over a wide temperature range 

@ High stability over a long life 

@ Exceptional withstanding in thermal shocks 


@ Sensing and control 
@ Automotive and industrial applications 


These negative temperature coefficient thermistors consist of a micro NTC chip with two insulated solid silver 
plated nickel wires and coated with a ochre-colored epoxy lacquer. 
Price Each 

Mfg. Part No. Resistance Beta (K) Stock No. 1-9+ 
Through Hole, Wire Leaded 
@ NTCLE305E4202SB 2.06kohm 3511K 86R9239 0.82 
@ NTCLE305E4502SB 5kohm 3984K 86R9240 feds 
@ NTCLE305E4103SB 10kohm 3984K 86R9238 1.13 
PIM_197691 


AMPHENOL ADVANCED SENSORS SMART 

SENSORS 

@ Light weight and compact size 

@ PWM output 

© Low pulse width is proportionate to particle size and 
concentration 

© Constant forced air convection flow by heater resistor 
in dust sensor 

© Ideal for air quality monitoring 


SM-PWM-01C is a dust sensor that detects the dust 
particle concentration in air by using optical sensing 
method. An infrared light emitting diode (IR LED) and a photo-sensor are optically arranged in the device. The 
photo-sensor detects the reflected IR LED light by dust particles in air. The SMART Dust Sensor can detect the 
small particle like cigarette smoke and it can distinguish small particles like smoke from large house dust by 
pulse pattern of signal output. 


Amphenol 


Advanced Sensors 


Price Each 
Mfg. Part No. Stock No. 1-4+ 
Dust Sensor 
SM-PWM-01C TTY7318 9.95 


PIM_5465905 


WALL MOUNTED OCCUPANCY SENSORS 


[SQUARE FE] 


by Schneider Electric 


Manual-On/Auto-Off Single Circuit PIR 


a. 


Dual Circuit Ultrasonic Single Circuit Dual Technology 

Dual Circuit Dual Technology 

Features 

© Up to 1000 square feet of coverage area with 180 
degree field of view 

@ Ambient light level sensing from 0.5 to 250 
foot-candles 

@ Adjustable time delay from 15 seconds to 30 
minutes 

@ Adjustable sensitivity from 600 to 1000 square feet 


Dual Circuit PIR 


Single Circuit Ultrasonic. 


@® &. 


range of room sizes 

Specifications 

@ Input: 120 or 277Vac 60 Hz 

© Output: 120Vac 277Vac 1000 W max. incandes- 
cent load 1000 VA max. ballast load 1800 VA max. 
ballast load 1/4 hp max. motor load 

© Operating Temperature 32 - 122° F (0 - 50°C) 

© Humidity 90% max. relative humidity non-con- 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


TURBIDITY SENSORS 


These modules measure the turbidity (amount of suspended particles) of 
the wash water in washing machines and dishwashers. 
An optical sensor for washing machines is a measuring 
product for a turbid water density or an extraneous matter 
concentration using the refraction of wavelength between 
photo transistor and diode. By using an optical transistor 
and optical diodes, an optical washing machine sensor 
measures the amount of light coming from the source of 


Amphenol 


Advanced Sensors 


the light to the light receiver, in order to calculate water 
turbidity. 
Price Each 
Mfg. Part No. Stock No. 1-9+ 
Phototransistor, 2.7V Differential 
TST-10 18X9860 3.06 
Phototransistor, 3V Differential 
TSD-10 18X9859 3.29 
PIM_212439 
MINI-BEAM® AC PHOTOELECTRIC SENSORS ® 
Features: BANNER 
@ Signal strength or output indicator . 
more sensors, more solutions 


© Solid state outputs 

@ 2m integral cable or 3-pin Micro-style QD 

© Mfg. part nos. with suffix “QD" requires a mating 
cable; order separately; go online or call 

@ For 9m cable add suffix “W/30" to the mfg. 
part no. 

Specifications: 

© Supply voltage: 24-240VAC 

© Output configuration: SPST solid-state, 2-wire 
(light operate, dark operate selectable) 


RoHS _ 

Compliant 

Available 
cds 


© Operating temperature: -20°C to +70°C 


Price Each 
Mfg. Part No. Stock No. 1-2+ 

SCR, Integral Cable, Diffuse 
@ SM2A312D 21H9532 175.17 
SCR, Integral Cable, Retroreflective 
@ SM2A312LV 21H9564 175.17 
SCR, Quick Disconnect, Diffuse 
@ SM2A312DQD 21H9538 175.17 
SCR, Quick Disconnect, Glass Fiber 
@ SM2A312FQD 21H9550 1475.17 
SCR, Quick Disconnect, Retroreflective 
@ SM2A312LVQD 21H9570 ul 
Solid State Relay, Integral Cable, Retroreflective, Polarized 
@ SM2A312LVAG 21H9566 204.37 
Solid State Relay, Quick Disconnect, Retroreflective, Polarized 
@ SM2A312LVAGQD 21H9568 181.84 
PIM_89736 
TOUCH-ACTIVATED OPTOELECTRONIC SENSORS ® 
© Operating Temperature: -20°C to +50°C 
@ Polysulfone Upper Housing more sensors, more solutions 


© Black Sensor Field Cover is Supplied 

Output is a 7A SPDT electromechanical relay. All models are 
supplied with a black polypropylene field cover designed to 
prevent inadvertent switch activation. 

WARNING: OTB Series Touch Buttons are not themselves 
safety devices. For two-hand control safety applications, see 
safety modules (mfg. part no. ATGMK-VP6 two-hand control 
kit) online or call. 


RoHS _ 
Compliant 
Available 


&s9 


© Allows the customer to use the sensors in a wide densing Price Each 
Occupancy sensors are ideal for use in business and office settings to accurately detect occupancy and Mfg. Part No. Stock No. 1-2+ 
automatically control lighting. The design of these sensors allows the greatest possible motion sensitivity. NPN, Cable 
An easily accessed adjustment panel provides ready access to setting controls after the sensor is installed. 
Occupancy sensors are available in ultrasonic and passive infrared (PIR) models. Dual technology sensors use @ OTBVNG 02H6804 169.06 
both PIR and Ultrasonic technology for greater performance. NPN, Euro Style Quick Disconnect 
Sensing Beam Price Each @ OTBVN6QDH 24H4172 169.06 
Mfg. Part No. Range Angle Stock No. 1+ NPN, Quick Disconnect 
Auto-On/Auto-Off Only, Black @ OTBVN6QD 21H4168 169.06 
@ SLSPWD1277UB 92.9m 180° 09P6763 178.60 PNP, Cable 
Dual Circuit Dual Technology @ OTBVP6 02H6805 150.42 
SLSDWD1277UW 92.9m 180° 11R1853 320.66 PNP, Euro Style Quick Disconnect 
Manual-On/Auto-Off Only, White @ OTBVP6QDH 21H4195 169.06 
SLSPWS1277MW 92.9m 180° 64M5318 94.71 PNP, Quick Disconnect 
PIR @ OTBVP6QD 21H4191 169.06 
@ SLSWPS1500 139.35m 110° 09P6777 248.32 Relay, 120VAC, Cable 
Price Each @ OTBAS 02H6802 169.06 
Mfg. Part No. Description Stock No. 141- Relay, 220/240VAC, Quick Disconnect 
SLSWP2DTW Dual Cover Plate, White 09P6786 10.76 © OTBBSQD CUA = 
PIM_179657 
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TOUCH-ACTIVATED OPTOELECTRONIC SENSORS (CONT.) 


SWITCHES & SENSORS 


SENSORS — OPTICAL 


MINI-BEAM® DC PHOTOELECTRIC SENSORS (CONT.) 


Price Each Price Each 
Mfg. Part No. Stock No. 1-2+ Mfg. Part No. Stock No. 1-2+ 
SPDT Relay, Cable NPN / PNP, Opposed Emitter, Quick Disconnect 
@ OTBVR81 21H4196 169.06 @ SM31EQD 02H7603 84.40 
SPDT Relay, Quick Disconnect @ SM31ELQD 21H9686 84.40 
@ OTBVR810D 21H4211 169.06 NPN / PNP, Opposed Receiver, 2m Cable 
Price Each @ SM3IR 02H7604 119.88 

Mfg. Part No. Description Stock No. 1-1-2+ @ SM31RL 21H9721 119.88 
@ MQDC-406 e 02H6726 29.40 NPN / PNP, Opposed Receiver, Quick Disconnect 
@ SMB30MM Bracket, Curved Mounting Slot, 30mm 02H7581 12.65 @ SM31RQD 02H7605 119.88 
@ SMB30SC Bracket, Plastic, Swivel, 30mm, Black 02H7582 15.68 @ SM31RLQD 21H9731 119.88 
@ MQDC-415 Quick Disconnect Cable, Euro 02H6728 32.34 NPN / PNP, Polarized Retroreflective, 2m Cable 
@ MQDC-430 Quick Disconnect Cable, Euro, 9m 02H6730 50.60 @ SM312LP 02H7614 150.42 
@ MBCC-406 Quick Disconnect Cable, Mini, 2m 21H1177 58.38 NPN / PNP, Polarized Retroreflective, Quick Disconnect 
@ MBCC-412 Quick Disconnect Cable, Mini, 4m 241178 66.17 © SM312LPQD 02H7615 150.42 

PIM 73581 NPN / PNP, Retroreflective, 2m Cable 
= @ SM312LV 02H7616 140.90 
Pushbutionis NPN / PNP, Retroreflective, Quick Disconnect 
: @ SM312LVOD 02H7617 140.90 
Switch Contact Price Each . 

Mfg. Part No. Operation Voltage AC Stock No. 1-24 Price Each 
SPDT, 7A Mfg. Part No. Description Stock No. 1-1-2+ 
@ OTBA5QD (On) 115V 21H4119 169.06 @ SMB18SF Bracket, Plastic, Swivel, 18mm, Black 02H7580 15.68 

sina 54asde0 @ SMB18A Bracket, Right Angle, M4 02H7579 10.71 
= @ SMB312S Bracket, Side Mounting 02H7583 11.68 
PIM_73567 
Safety Relays 7 
Coil Contact Price Each 
Mfg. Part No. Voltage Current Contacts Stock No. 1-2+ SR21 SERIES FORK/SLOT PHOTOELECTRIC SENSOR | D E Cc 
DIN Rail © Power Supply: 10 - 30VDC 
al © Output Current: 100mA 
@ AT-FM-2A 24V 4A SPST-NO 02H6391 = @ Response Time: 20ms max. rst 
© Resolution: 0.5mm ompliant 
@ AT-FM-10K 24V 6A SPST-NO, SPST-NC 20H0848 418.88 Stn sae eee Available 
ig z switching frequency 
@ AT-AM-2A 115VAC 4A SPST-NO 02H6390 = © Operating Temperature: -20 to +60°C C € 
PIM_5495248 SR21 series slot sensor, with a 2mm slot width, provide a 


MINI-BEAM® DC PHOTOELECTRIC SENSORS 


@ Rear-Panel Light/Dark Operate 
Switch 

© DC Models Include Patented 
Alignment Indicating Device Signal 
Strength Monitoring Indicator 

@ Integral Quick-Disconnect (QD) 
Fitting or attached cable 

@ Sensing Mode Options: Opposed, 
Diffuse, Retroreflective, Convergent, 
and Glass and Fiber Optic 

© Temperature Rating: -20°C to +70°C (-4°F to 
+158°F) 

@ Bipolar NPN/PNP Output 


© Supply Voltage: 10-30VDC 
@ UL Listed, CSA Certified, CE Compliant 
@ Variable sensing range for Fibre Optic versions 


BANNER, 


more sensors, more solutions 
RoHS 
Compliant 
Available 

Wis 


12-bit (4096 step) resolution. 


@ 


Price Each 
Mfg. Part No. Stock No. 1-4+ 
NPN / PNP 
@ SR21-RG 67M9103 251.04 
@ TL46-WL-815 67M9163 402.40 
PIM_107872 


AS1 SERIES HIGH-RESOLUTION PHOTOELECTRIC 
SENSOR 


@ Power supply: 24 VDC 
@ Load current Output: 100mA 


NipeEc 


RoHS 
Compliant 
Available 


Briceleach @ Response time: 2.75 - 8ms 
Mfa. Part N Grontett iaaiorecl @ Number of Optics: 16 
: : 9- art 2: tock No. eae © Operating temperature: 0 to 50°C C € 
Divergent Diffuse, Quick Disconnect AS1 series are able to detect all objects as small as a 0.2mm 
@ SM312WQD 21H9960 140.90 thickness, inside a 100mm height. (0). 
Glass Fibre Optic, 2m Cable 
@ SM312FP1H 21H9885 150.42 
@ SM312FV 21H9894 140.90 
NPN / PNP, Convergent, 2m Cable Price Each 
@ SM312CV2 02H7606 162.80 Mfg. Part No. Stock No. 1-44 
@ SM312CV 21H9764 150.42 PNP 
NPN / PNP, Convergent, Quick Disconnect @ AS1-LD-HR-010-J 67M9099 570.36 
@ SM312CV2QD 02H7607 162.80 PIM_107869 
NPN / PNP, Diffuse, 2m Cable 
ee —_ beth 140.0 ___ HIGH ACCURACY AMBIENT LIGHT SENSOR Rian 
NPN / PNP, Diffuse, Quick Disconnect © Package type: surface mount Available WISHAY. 
@ SM312DQD 02H7609 140.90 © Package form: side view 
NPN / PNP, Glass Fibre Optic, 2m Cable @ Dimensions: 6.8 x 2.35 x 3mm 
DH761 ® Communication via I2C interface 
@ SM312F 02H7610 140.90 Applications: 
NPN / PNP, Glass Fibre Optic, Plastic, 2m Cable @ Ambient light sensor for backlight dimming 
@ SM312FP 02H7611 169.06 of TV displays, smart phones, touch phones, 
- ; ; a Ti - PDA, GPS agile : 
NPN / PNP, Glass Fibre Optic, Plastic, Quick Disconnect @ Ambient light sensor for industrial on / off lighting 2 fon vy 
@ SM312FPQD 02H7612 450.42 operation \ te ~ 
NPN / PNP, Glass Fibre Optic, Quick Disconnect ® Optical switch for consumer, computing, and Wee 
© SM312FQD 02H7613 industrial devices and displays wow 
: : 140.90 VEML7700 is a high accuracy ambient light digital 

NPN / PNP, Non-Polarized Retroreflective, 2m Cable 16-bit resolution sensor in a miniature transparent 
@ SM312LVMHS 21H9945 140.90 6.8 mm x 3.0 mm x 2.5 mm package. It includes a high sensitive photo diode, a low noise amplifier, a 16-bit A/D 
NPN / PNP, Opposed Emitter, 2m Cable converter and supports an easy to use I2C bus communication interface. 
@ SM31E 02H7602 84.40 

> CONTINUED > > CONTINUED > 
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SWITCHES & SENSORS 


SENSORS -— OPTICAL 


HIGH ACCURACY AMBIENT LIGHT SENSOR (CONT.) 


Tape Cut 
Mfg. Part No. Stock No. | 10+ 
12C Digital 
VEML7700-TR 74Y9681 = 
PIM_5513603 


E32 SERIES FIBER-OPTIC CABLE SETS 


OMRON 


AUTOMATION & SAFETY 


RoHS _ 
—fb—dh— Compliant 
5 Available 
Fig. 1 


Fig. 2 Fig. 3 
*amm (039). Fig. 5 
Fig. 4 2mm DIA. 
Fig. 6 
7 3mm DIA. 
a 8 


Fig. 7 


@ Extensive Selection of Fiber-Optic Sensing Heads 
Offers Many Unique Solutions for Tough Problems 

@ Fiber-Optic Sensors Detect Small, Fast-Moving 
Objects in Space-Confined Installations and Harsh 
Environments 

© Fora Customer Fit in the Field, Most Plastic 
Filament Cables Can Be Cut to Length 

© For Detection in Hard-to-Reach Places, sensing 
heads With Bendable Stainless Stee! Tubing 
Retain Complex Shapes 

© Coiled and Ultra-Flexible Cables - Ideal for Flexing 
and Reciprocating Machinery Such as Robots 


© Convergent Beam Sensing Heads Allow Accurate 
Positioning and Background Suppression Even for 
Shiny Objects 

© Narrow Detection Zone of Concentric Beam 
Sensing Heads Help Eliminate Background Object 
and Gives Consistent Sensing, Regardless of 
Object Direction 

@ High Flexible Fibers With Minimum 1mm Bending 
Radius Allows Cable to Conform to Machine 
Contours 

@ Most Fiber Cables Offer IP67 Protection 

@ Temperature Range: -40°C to 70°C (-40°F to 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


E3X-HD FIBER OPTIC SENSORS 


@ Long-term stable detection with no maintenance 

© Smart Power Control function detects the decrease in 
light intensity due to LED aged deterioration and the 
decrease in incident level due to dirt, then automatically 
compensates the optimum detection condition 

® Maintenance-free operation that withstands the ambient 
environments 

@ Detect workpieces without concern for color and size 

@ Reduces wiring work for fiber amplifiers with zero-line 
connection 

Power supply voltage: 12 to 24VDC +10%, ripple (p-p) 

19% max. Light source (wavelength): Red, 4-element LED 

(625nm). Load power supply voltage: 26.4VDC max., open-collector output (varies with the model depending 

on whether the output is PNP or NPN). Load current: 50mA max. OFF current: 0.5mA max. 


OMRON 


AUTOMATION & SAFETY 


RoHS — 
Compliant 
Available 


Price Each 
Mfg. Part No. Output Stock No. 1+ 

Fibre Optic Sensor, Connector 

@ E3X-HD6 NPN 86W6680 68.25 
@ E3X-HD8 PNP. 86W6681 298.63 
Fibre Optic Sensor, Pre-Wired (2m) 

@ E3X-HD11 2M NPN 86W6679 247.00 
@ E3XHD41-2M PNP 24W8605 298.63 
PIM_210169 

LIGHT SENSORS NAPICA SERIES Panasonic 


RoHS _ 
r= | «s* Compliant 
; Available 


Through Hole 


SMD 


Features: 

© Cadium-free sensor with spectral response 

® Built-in optical filter for spectral response similar to 
that of the human eye 

@ Photocurrent is proportional to illumination 

@ Uses environmentally friendly silicon chips 


@ SMD or through hole package 
Specifications: 

© LCD devices 

© Residential lighting 

® Household appliances 

© Daylight harvesting 


© Side-View Sensing Heads or Accessories Save 158°F) @ Lead-free 
Space in Right-Angle Detection Price Each 
Fiber-optic photoelectric sensor cables are provided as a complete set. Cable length: 2M. Sensing distance and Mfg. Part No. Stock No. 1-9+ 
object detection are typical when used with a general purpose amplifier. Most cable can be cut to fit. Sold as Current 
a package of 2 cables. — @ AMS302 T1N1073 = 
j rice Eac! 
Mfg. Part No. ek, Stock No. 1+ ENCUSTS 
General Purpose 
erence on 3684600 arr PLASTIC AND GLASS FIBER-OPTIC ASSEMBLIES 
@ £32-DC200E 80mm 27M12399 154.17 sa Are Diffused Mode; PIT and PIL Are Opposed 
@ E32-D32 100mm 19€7909 194.67 © Unterminated Control Ends Which more sensors, more solutions 
@ £32-CC200 300mm 52F9257 132.27 aa Usst ' Cut to the Spier o 
@ F32-00200 Sau ae) 114.64 ) fvalee in Individual or Bifurcated a 
E32-T12L 360mm 93B7704 194.67 Styles 
@ £32-D11L 400mm 50B6316 169.32 © Limited to a Minimum Bend Radius 
© £32-TC200A 850mm 27M2400 114.91 So sean o ie 
@ E32-TC200 950mm 52F4370 114.07 @ For Use with the Following Series: LEO 
@ E32-TC500 1.5m 90B7139 235.17 ca ee a? ge 
High Temperature @ Final Assembly Length: 36” Qos 
@ E32-D61 120mm 92F635 494.81 © Stainless Steel Sheathing Material a 
£32-D51 230mm 90B7954 361.50 i reales bes pte) : ae 
eetceteiits PLASTIC FIBER-OPTIC ASSEMBLIES 
@ E32-R21 200mm 50B6318 348.20 GLASS FIBER OPTIC ASSEMBLIES 
= Beene 1.5m 1200980 249.06 Cable No. of Price Each 
Side Sensing Mfg. Part No. Length Fibers Diameter Stock No. 1-24 
@ E32-T16P 200mm 90B6059 460.63 Plastic Optical 
@ E32-T14L 570mm 27M2402 222.11 @ PIT46U 2m 1 ‘1mm 02H6810 55.47 
@ 32-714 ooomra BIM2sty 245.49 © PBT46U 2m 2 imm 026806 50.60 
Special Purpose @ PIRS1X166UMPMAL 2m 16 0.265mm 21H4985 | 163.71 
@ £32-G14 10mm 099350 367.54 Singlemode, Multimode 
Thrubeam @ ITA23S 944mm 1 3.2mm 02H6657 | 175.17 
@ E32-TH1L 250mm 88F4147 194.67 Singlemode, Multimode, Angled Tip 
Price Each @1A23S 914mm 1 3.2mm 02H6626 117.00 
Mfg. Part No. Description Stock No. 1-1-9+ Singlemode, Multimode, Angled Tip, Threaded Brass Tip 
@ £32-TH1R 83 88K1926 236.97 @ IAT23S 914mm 1 3.2mm 02H6625 139.00 
@ £39-F1 Focusing Lens Pair 88K1927 37.74 Singlemode, Multimode, Diffused 
PIM_69341 @ BT23S 914mm 1 3.2mm 02H6400 134.26 
Singlemode, Multimode, Threaded 5/16-24 x 1.5” 
@ 1T23S 914mm 1 3.2mm 02H6658 99.74 
Singlemode, Multimode, Threaded 72, 0.125” 
@ IT26S 1.829m 1 3.2mm 20H9957 156.22 
PIM_73585 


1114 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


SWITCHES & SENSORS 
SENSORS — PHOTOELECTRIC 


Fibre Optic OSISENSE® XU SERIES PHOTOELECTRIC SENSORS (CONT.) 
Price Each @ XUX1ARCNT16 14m Relay 24-240V 89H7014 173.86 
Mfg. Part No. Stock No. 1-2+ : 
Bif ted Fib Price Each 
RUreaee TUS 2n3288 ASI Mfg. Part No. Description Stock No. 1+ 
STIS cS - @ XUZA218 Mounting Bracket, Adjustable Ball Joint 16B4314 17.53 
Photoelectric Sensor aE XUZAMO1 Mounting Bracket, Base 11R2140 9.70 
@ PIT66U _____ ee ® XUZATIB Mounting Bracket, Steel, RIA 8007222 9.31 
PIM_5512197 @ XUZAS1 Mounting Bracket, Steel, R/A 89H9555 1277 
@ XUZK2003 Mounting Kit, for XUK & XUZ 89H7032 16.74 
OSISENSE® XU SERIES PHOTOELECTRIC . ing Ki 
SENSORS &) Telemecaniq e @ XUZX2004 Mounting Kit, for XUX 89H7038 22.46 
@ XUZ2001 Mounting Rod, M12 89H7039 12.05 
Sensors @ XUZ2003 Support for Mounting Rod 89H7040 18.60 
X PIM_192093 
ST/ST MULTIMODE FIBER OPTIC JUMPER @ 
CABLES multicomp 
ST to ST multimode duplex fiber optic cable. Great 
for high bandwidth connections at high speeds over Ror ant 
XUB Cable XUK. medium distances. Cross connections between walls and Available 
NOINC computers, patch panels and equipment, or between two 
RoHS pieces of equipment. 62.5/125 microns core/cladding fiber 
COs diameter. Corning glass material. 
Available 
CES | 
Cable | No. of Connector | Connector Price Each 
Mfg. Part No. | Length | Fibers Diameter A B Stock No. 1-9+ 
XUM XUX : 
Multimode 
Features : ; ‘ @ Fast response e@sPci9973 | 1m 2 | 62.5um/125um ST ST 83K3709 | 17.94 
@ Increased ranges in all sensing modes, sensing Specifications 
distance easy to adjust © Voltage rating: 12VDC to 24VDC @ SPC19981 2m 2 | 62.5ym/125ym ST ST 83K3716 | 19.49 
¢ All standard product enclosures (complete range, © @ Long sensing distances: up to 14 m (46 ft) @ SPC19989 3m 2 62.5um/125um ST ST 83K3724 20.93 
cylindrical, minature and compact rectangular) retroreflective, 
© Output LEDs on the sensors for easier alignment @ 40 m (131 ft) thru-beam, and 2 m (6.5 ft) diffuse S SFC ING om 2 G2 Sunvizsum oT SI. ESI] 5 
during installation © High insensitivity to light sources: withstands up @spPc20003 | 7m 2 | 62.5ym/125ym ST ST 83K3738 = 
@ DC and AC/DC versions available for maximum to 40,000 lux natural light/10,000 lux incandescent PIM 88518 
flexibility light 
© Meet the International Electrotechnical Commis- © Good resistance to severe environments: -30 to 60 
sion (IEC) standards , NEMA, UL, CSA, VDE °C (-22 to 140 °F) WORLD-BEAM® QS$18 SERIES ADJUSTABLE- . 
and more. @ |P67 degree of protection rating” FIELD SENSORS BANNER 
@ High operating rates est 
: Gaules: more sensors, more solutions 
Sensing Supply Voltage Price Each @ High-performance, low-cost adjustable-field sensors nS _ 
Mfg. Part No. Range Output Dc Stock No. 1-4+ © Adjustable-field sensing based on optical triangulation for appli- Gee simon 
XUB Series, 2m Cable cations where a bright background must be ignored Available 
@ XUB4APANL2 100mm PNP 12-24V 71R2120 7197 e ergs optical performance throughout 30 - 250mm sensing C €E 
@ XUB4APBNL2 100mm PNP / SPST-NC 12-24V 94H6773 166.67 © Narrow effective beam provides small-object detection and 2 
@ XUB5APANL2 600mm PNP / SPST-NO 12-24V 20K4770 105.18 precise position control _ : err cw us 
© Crosstalk rejection algorithm protects against optical disturbanc- 
@ XUB1ANANL2 4m NPN / SPST-NO 12-24V 34M0477 104.47 es from adjacent sensors 
@ XUB1APANL2 4m PNP 12-24V 89H6839 104.47 @ Visible Red LED or laser sensing beam 
7 ® 10 to 30VDC operation 
—_ Series, M12 Connector ep @ Bright LED operating status indicators are visible from 360° 
@ XUB4APANM12 100mm PNP / SPST-NO 12-24V 89H6875 88.49 © Compact, rugged sealed housing, protected circuitry 
600 NPN / SPST-NO 12-24V 89H6887 E i 
hd XUBSANANMIZ a = BTaB SERS Sensing Supply Voltage Price Each 
@ XUBSAPANM12 600mm NP / SPST-NO 12-24V 89H6891 O2 mil Mfg. Part No. Range Output Dc Stock No. 4-2+ 
@ XUB9APANM12 2m PNP 12-24V 89H6907_| 109.93 @ QS18VP6LAF250 20mm PNP 10-30V 51M6151 | 297.46 
@ XUB9APBNM12 2m PNP 12-24V 89H6909 109.93 Pre-wired, 2m 
@ XUB1ANBNM12 4m NPN / SPST-NC. 12-24V 89H6837 97.94 @ QS18VNGAF100 4mm NPN 40-30V 02H6891 424.12 
@ XUB1APANM12 4m PNP / SPST-NO 12-24V 89H6840 86.89 @ QS18VP6AF100 1mm PNP 10-30V 02H6898 111.25 
@ XUB2ANBNM12R 15m NPN / SPST-NC 12-24V 89H6856 147.32 Quick Disconnect 
@ XUB2APANM12R 16m PN ioe. 89H6858) | 73.52 @ QS18VP6AF10005 imm PNP 10-30V 21H6040 | 145.52 
XUB Series, M12 Connector, Metal Body @ QS18VP6LAFQ5 150mm PNP. 10-30V 34K9473 221.82 
@ XUB9BPBNM12 2m PNP / SPST-NC 12-24V 89H6917 96.81 Price Each 
tice Eacl 
Pp, PNP ‘a is Jad 
Ee — swan | via 
XUK Series. 2m Cabl = : z aS @ MQDC-406 7 02H6726 29.40 
a m Gable ; a ay SAGA @ MQDC-415 Quick Disconnect Cable, Euro 02H6728 32.34 
SAGAN ub : HOGI0S @ MaDC-430 Quick Disconnect Cable, Euro, 9m 02H6730 50.60 
@ XUK5ARCNL2 1m Relay 24-240V 89H6947 142.74 
@ XUKTARCNL2 7m Relay 24-240V 67H6250 | 140.84 EIN 
XUM Series, 2m Cable 
@ XUM9ANCNL2 5m NPN 12-24V T1R2129 81.57 $18 SERIES EZ-BEAM® SENSORS Q 
5 @ 18mm Thermoplastic Polyester-Threaded Barrel Sensor BANNEE: 
@ XUM9APCNL2 5m PN 12-24V 11R2131 104.76 : ce 
@ Advanced Self-Diagnostics with Separate Alarm Output uti 
@ XUMZANCNL2 15m NPN 12-24V 112125 125.12 © Dual LED System Indicates Sensor Performance more sensors, more solutions 
@ XUM2APCNL2 15m PNP 12-24V 41R2127 aye © Solid-State Switch Output, Maximum Load 300mA COs 
; @ -10°C to +50°C (+14°F to +122°F) ‘Availabl 
XUM Series, M8 Connector © CE Compliant, CSA certified, UL listed ae 
@ XUMSANCNM8 5m NPN 12-24V 11R2130 | 104.76 C € @ 
@ XUM9APCNM8 5m PNP 12-24V 11R2132 = 
@ XUM2ANCNM8 15m NPN 12-24V 411R2126 135.93 Sensing Supply Voltage Price Each 
@ XUM2APCNM8B 15m PNP 12-24V 11R2128 | 111.36 Mfg. Part No. Range Output pc Stock No. 1-2+ 
XUX Series, Screw Clamp Diffuse, Pre-wired 
@ XUX5ARCNT16 2.1m Digital 12-24V 89H7025 196.34 @ S18SN6D 100mm NPN 10-30V | 02H7646 63.25 
XUX9APBNT16. 11m PNP 12-24 64M3687 ee Diffuse, Quick Disconnect 
@ XUX9ARCNT16 11m Relay 24-240V 89H7030 196.25 @ S18SP6DQ 100mm PNP 10-30V 02H7655 69.09 
> CONTINUED > > CONTINUED > 


1.800.463.9275 © newark.com elementiuy 1115 


SWITCHES & SENSORS 
SENSORS — PHOTOELECTRIC 


@ Indicates RoHS Compliant 
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$18 SERIES EZ-BEAM® SENSORS (CONT.) PHOTOMICROSENSORS 
Sensing | Supply Voltage Price Each OMRON. 
Mfg. Part No. Range Output DC Stock No. 1-2+ ELECTRONIC COMPONENTS 
Emitter, Pre-wired 
@ S183E 20m oe 02H7662 53.52 = 
@ S186E 20m 10-30V 02H7663 44.76 = 
Emitter, Quick Disconnect 
@ S186EQ 20m | 10-30V 02H7664 44.76 Fig. 3 
Fixed Field, Quick Disconnect 
@ S18SP6FF100Q 100mm | PNP 10-30V 02H7657 135222: 
Polarised Retroreflective, Quick Disconnect 
@ S18SP6LPQ 2m PNP 10-30V 02H7659 114.13 
Receiver, Pre-wired la. 
@ S18AW3D 100mm ACLO és 02H7642 87.27 SB roan 
@ S18SP6D 100mm PNP 10-30V 02H7654 63.25 Fig. 6 Available 
@ S18SN6R 20m NPN 10-30V 02H7652 57.41 Fig. 5 Fig. 10 
Ss leSron 20m ENE IO SOY WeaWAS Smal Features: ® Non-Modulated, Except for Mfg. Part No. EE- 
Receiver, Quick Disconnect © Reflective and Transmissive verions SX-198 (Optical Modulation) 
@ S18SP6RQ 20m PNP 10-30V 02H7661 57.41 Tape & 
Price Each Forward | Forward Aperture | Gap Reel 
Mfg. Part No. Description Stock No. [ee | Mfg. Part No. Current | Voltage Vr Width Width | Stock No. | 1-1999+ 
@ SMB18SF Bracket, Plastic, Swivel, 18mm, Black 02H7580 15.68 Panel Mount, Photo / Optical IC 
© SMB18A Bracket, Right Angle, M4 02H7579 10.71 @ FE-SX4000-P10 | __ 0.6mm | _Smm_ |RSS SIS IDS 
ee Panel Mount, Phototransistor 
ia @ EE-SX4009-P1 is 0.5mm 5mm 36K1924 5.72 
SMD, Phototransistor 
papsib etoon ret aly - SE2L SERIES ou D E Cc @ EE-SX1107 25mA 11V 5V 0.15mm 1mm 36K3215 — 
Waring zone ioepssey 20m @ EE-SX1108 25mA 1.1V 5V 0.3mm 2mm 15C6612 = 
© 270 degree sensing angle @ EE-SX1131 25mA 1.1V 5V 0.3mm 2mm 20€2151 — 
7 cia Sale ie function C E @ EE-SX1109 25mA | 1.1V sv | 05mm | 3mm | 36K7272 = 
° Custoniable protection patterns (%),, Through Hole, Photo / Optical IC 
@ EDM functions @ EE-SX4070 50mA 1.2V 4v 0.5mm 8mm 88K1916 = 
: Ft a ae hed Through Hole, Phototransistor 
The IDEC SE2L safety last scanner is the smallest in the @EE-S63 5OmA 42v ay a 3.6mm S6KI208, 5.98 
world, while outperforming most of the competition. Features @ EE-SX1018 50mA 1.2V 4v 0.5mm 2mm__|_39K9776 2.08 
include a 270-degree sensing angle, a 5m safety protection @ EE-SX1025 50mA 1.2V 4v 0.5mm | 2.8mm | 35K3186 2.25 
aoe 20m warning zone and customizable protection @ EE-SX198 50mA 12V av 0.5mm 3mm 35K4404 1.88 
Configurable using Master and Slave configuration. Up to four SE2L can be connected together which is ideal @ EE-SX199 50mA 1.2V 4v 0.5mm 3mm_|_36K3216 2.30 
for detection of four sides on AGVs. ane @ EE-SH3 50mA | 1.2V 4V 0.5mm | 3.4mm | 36K7269 =z 
Merete lovee SEA. amet arts ast endcomncgeuih wp noche “ecravs | Som | 127 | | Conn | Son Qaim 
of input and communication channels on the controller. This can allow lower-cost controllers to be applied in @ EE-SV3-B 50mA 1.2V av 0.5mm _| 3.4mm | 35K4492 3.19 
applications such as providing full 360-degree protection for an AGV, which requires four scanners. ; @ EE-SX1031 50mA 1.2V 4V 0.5mm 3.4mm | 35K4493 3.90 
Seay creer tres hae ere ey of pal mh meiey, “@EESKTI [Sima |_1V_|_W_| tm | san | so | 20 
once. This can reduce the number of laser scanners and light curtains by half! @ EE-SX1041 50mA 1.2V 4v 0.5mm 5mm 36K3212 2.88 
Sensing Supply Voltage PricolEach @ EE-SX1042 50mA | 1.2V 4V 0.5mm | 5mm | 36K3213 1.85 
Mfg. Part No. Range DC Stock No. 1-4+ @ EE-SX1070 50mA 1.2V AV 0.5mm 8mm 36K3214 = 
Cable Model @ EE-SX1035 50mA 1.2V 4v 1mm 5.2mm | 52F3867 4.95 
@ SE2L-HOSLP 20m | 21.6-26.4V 16AC3873 3459.17 @ EE-SX1103 50mA 1.3V 5V 0.4mm 2mm 36K1923 = 
Connector Model @ EE-SX1106 50mA 1.3V 5V 0.4mm 3mm 39K9777 2.37 
SE2L-HO5LPC 20m | 21.6-26.4V 16AC3874 3401.49 PIM_5264 
Price Each 
Mfg. Part No. Description Stock No. 41-1-4+ Reflective 
@ SE9Z-HS2-BK01 Bracket, Base Mount 16AC3875 215.93 Forward Forward Sensing Price Each 
SE9Z-HS2-BK04L Bracket, Base Mount, Simple 16AC3878 76.75 Mfg. Part No. Vceo Current Voltage Vr Distance Stock No. 1-4+ 
@ SE9Z-HS2-CM01 Bracket, Cover 16AC3879 155.04 Panel / Chassis, Phototransistor 
@ SE9Z-HS2-BK02 Bracket, Rear Mount 16AC3876 259.40 @ EE-SB5 30V 50mA 1.2V 4V 5mm 35K4491 7.74 
SE9Z-HS2-BK03 Bracket, Rear Mount, Adjustable 16AC3877 76.75 Through Hole, Phototransistor 
@ SE9Z-HS2-XCD13 Cable, Ethernet 16AC3885 202.03 @ EE-SY169 30V 40mA 1.85V 3V 4mm 88K1083 15.57 
@ SE9Z-HS2-XCM11 Cable, Micro USB 16AC3888 78.31 @ EE-SF5-B 30V 50mA 1.2V 4V Smm 35K3185 7.25 
SE9Z-HS2-C010 Connector Cable, 10 m 16AC3882 447.78 @ EE-SB5-B 30V 50mA 1.2V 4V 5mm 36K1921 = 
SE9Z-HS2-C020 Connector Cable, 20 m 16AC3883 549.22 PIM_5759226 
SE9Z-HS2-C002 Connector Cable, 2 m 16AC3880 360.84 
SE9Z-HS2-C005 Connector Cable, 5 m 16AC3881 404.31 
@ SE9Z-HS2-XCE010 Extention Cable, 10 m 16AC3886 215.93 Your 
@ SE9Z-HS2-XCE020 Extention Cable, 20 m 16AC3887 433.29 DEVELOPMENT Ze SR ee 
@ SE9Z-HS2-WD01 Optical Window 16AC3884 202.03 DISTRIBUTOR _ 
PIM_5721876 


Supporting your journey at 
every stage 


PROTOTYPE 


PRODUCTION 
7 & TEST 


7 & MAINTENANCE 


PIM_5795270 
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PHOTOELECTRIC SENSORS NANOVIEW SERIES 


E-T-N 


—— -_— 
~~ vf 
\ 
) @ 
M8 Nano Connector Cable, 
Straight Female 


RoHS — 
Compliant 
Available 


; es 
Polarized Reflex, Diffuse and Thru-Beam and Fixed Focus 
Clear Object Detector Models Diffuse Reflective 
with Sensitivity Adjustment 
Features 
© A full line of miniature photoelectric sensors built 
for performance and value 
© Acomplete family of solutions — models include 
an 8.2 ft. (2.5 m) polarized reflex, a 13 in. (35 cm) 


Mounting Bracket 


Wu 
an inch deep, NanoView can fit 
into the smallest of spaces C € 

© Fixed focus diffuse models — 
perfect for sensing very small targets at a 4-inch 
focal point. A visible red LED beam makes it easy 


diffuse reflective, a 4 in. (10 cm) fixed-focus diffuse, to set up 
a 20 ft. (6 m) thru-beam; and a 2.6 ft. (80 cm) clear ¢ Clear object detection models — ideal for sensing 
object detector for sensing plastic bottles, molds, plastic bottles, molds, cartons, films and glass 
cartons and films objects 
@ Small size — At less than 1.5 inches long and half 
Sensing Supply Voltage | Price Each 
Mfg. Part No. Range Output DC Stock No. 1-4+ 
6ft Cable 
@ E71-FFDN-CA 100mm NPN 10-30V 73R8806 139.98 
@ E71-FFDP-CA 100mm PNP 10-30V 73R8808 105.16 
@ E71-SDN-CA 350mm NPN 10-30V 73R8817 92.46 
@ E71-SDP-CA 350mm PNP 10-30V 73R8819 92.57 
@ E71-CON-CA 800mm NPN 10-30V 73R8802 88.74 
@ E71-COP-CA 800mm PNP 10-30V 73R8804 117.51 
@ E71-PRN-CA 2.5m NPN 10-30V 73R8813 92.46 
@ E71-PRP-CA 2.5m PNP 10-30V 73R8815 113.89 
@ E71-TBRN-CA 6m NPN 10-30V 73R8821 102.29 
@ E71-TBRP-CA 6m PNP 10-30V 73R8823 ies. 
M8 Connector 
@ E71-FFDN-M8 100mm NPN 10-30V 73R8807 105.16 
@ E71-FFDP-M8 100mm PNP 10-30V 73R8809 139.98 
@ E71-SDN-M8 350mm NPN 10-30V 73R8818 122.58 
@ E71-SDP-M8 350mm PNP 10-30V 73R8820 eS 
@ E71-CON-M8 800mm NPN 10-30V 73R8803 88.74 
@ E71-COP-M8 800mm PNP 10-30V 73R8805 111.93 
@ E71-PRN-M8 2.5m NPN 10-30V 73R8814 89.16 
@ E71-PRP-M8 2.5m PNP 10-30V 73R8816 92.46 
@ E71-TBRN-M8 6m NPN 10-30V 73R8822 102.29 
@ E71-TBRP-M8 6m PNP 10-30V 73R8824 = 
No Output, 6ft Cable 
@ E71-NTBS-CA 1.5m 10-30V 73R8811 85.66 
@ E71-TBS-CA 6m 10-30V 73R8825 64.14 
No Output, M8 Connector 
@ E71-NTBS-M8 1.5m 10-30V 73R8812 67.62 
@ E71-TBS-M8 6m 10-30V 73R8826 = 
Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 
@ CSNS4A4CY2402 Cable, 2m 73R8801 21.19 
@ E71-MTB1 Mounting Bracket 73R8810 7.61 
PIM_177062 


EE-SY1200 PHOTOMICROSENSOR REFLECTIVE 
SENSOR 


@ Ultra-compact model. 

e PCB surface mounting type. 

@ High S/N ratio (High light current / Low leakage current) 

@ Emitter: Forward current IF 50*1 mA Pulse forward current IFP 500*2 mA, Reverse 
voltage VR 4 V 

© Detector:Collector-Emittervoltage VCEO 30 V,Emitter-Collector voltage VECO 5 V, 
Collector current IC 20, Collector dissipation PC 50*1 mW 

© Operating temperature: -25°C to +85°C 


OMRON. 


ELECTRONIC COMPONENTS 


RoHS _ 
Compliant 
Available 


Forward | Forward Sensing Tape Cut 
Mfg. Part No. Vceo Current Voltage Vr Distance Stock No. 1-9+ 
SMD, Phototransistor 
@ EE-SY1200 30V 50mA 1.2V 4v 4mm 5074211 2.24 


PIM_197154 


1.800.463.9275 © newark.com 


SWITCHES & SENSORS 
ORS — PHOTOELECTRIC 


AC/DC FIBER-OPTIC AMPLIFIER WITH RELAY om RON 


OUTPUT 
AUTOMATION & SAFETY 


© Slim Amplifier with Plug-in Outputs halls 
Standard 3A, 250VAC; 3A, 30VDC Relay Output GeRiinpan 
Available 

O€ 


SEN 


Built-in Time Delays 

Universal Supply Voltage for AC/DC Operation 
Solid-State Output Available 
Light-ON/Dark-ON Operation, Switch Selectable 
24 to 240VAC, 50/60Hz; 12 to 240VDC 

Power Consumption: 1.5W 

Light Source: Pulse-Modulated Red LED 
Adjustable Sensitivity 

SPDT Contact Configuration 

15ms Response Time 

NEMA 1, 4, 4X, 12, IP66 


Uses E-32 series fiber-optic cables. Solid state output modules series G6K also available; go online or call. 
UL listed, CSA certified. 


Coil Contact Price Each 
Mfg. Part No. Voltage Current Stock No. 1-4+ 
SPST-NO, SPST-NC, Solder 
@ G6C-2117P-US-DC8 8 VDC 8A 34K3624 6.60 


PIM_73539 


MINIATURE PHOTOELECTRIC SENSORS 


@ Long Sensing Distance 


OMRON 


AUTOMATION & SAFETY 


@ High Noise Immunity RoHS 
© NPN Output Osa 
© |P67 Water and Dust Rating Available 
© Switch Selectable Light-On/Dark- 

On Operation C € 


@ 12 -24VDC Supply Voltage 
@ Response Time: 1MS 
@ Pre-Wired 6.56’ (2m) Cable Length 


Dimensions: 1.2 x 0.66 x 0.4” (31 x 17 x 


10.4mm). M8 connector type and PNP 

output models also available; go online 

or call. CE compliant. 

Sensing Supply Voltage Price Each 
Mfg. Part No. Range Output DC Stock No. 1-9+ 

Connector Termination 
@ E3Z-D67 1m NPN 12-24V 81C8133 215.58 
@ E3Z-T86 15m PNP 12-24V 32H5109 249.55 
Pre-Wired 
@ E3Z-D61 100mm NPN 12-24V 88K1924 139.75 
@ E3Z-D62 1m NPN 12-24V 93K7547 202.43 
@ E3Z-D82 im PNP 12-24V 85C4974 188.14 
@ E3Z-R61 4m NPN 12-24V 93K7548 91.10 

PIM_60874 


MICROPHOTONIC DEVICES 
© Robust performance with little influence from sensing object color or material om RON 


© Detects objects with mirror reflective surfaces AUTOMATION & SAFETY 
and transparent objects 

® Analog voltage output 

@ Maximum sensing distance of 70 mm 


Sensing Supply Voltage Price Each 
Mfg. Part No. Range Output DC Stock No. 1-4+ 
B5W-LA01 70mm Analogue 4.5-5.5V 82Y9428 2.74 
PIM_5670940 


PHOTOELECTRIC SENSOR WITH BUILT IN AMPLIFIER om RON 


@ A visible spot that simplifies the usage of photoelectric sensors 
© Compact 
@ Wide range of sensing distances 


Avisible spot that simplifies the usage of photoelectric sensors 


AUTOMATION & SAFETY 


Sensing Supply Voltage Price Each 
Mfg. Part No. Range Output DC Stock No. the 
Infrared, Connector 
E3Z-FDN22 300mm NPN 10-30V 84Y3344 24.14 
E3Z-FDN27 500mm NPN 10-30V 843347 94.71 
E3Z-FDP27 500mm PNP 10-30V 843349 113.67 
> CONTINUED > 
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SWITCHES & SENSORS 


SENSORS — PHOTOELECTRIC 


PHOTOELECTRIC SENSOR WITH BUILT IN AMPLIFIER (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


NEXT GENERATION MINIATURE PHOTOELECTRIC 


OMRON 


Sensing Supply Voltage WeticelEschh SENSORS AUTOMATION & SAFETY 
Mfg. Part No. Range Output DC Stock No. 1+ 
Infrared, Prewired C € 
E3Z-FDN17 2M 500mm NPN 10-30V 84Y3342 113.67 RoHS 
Compliant 
E3Z-FDP17 2M 500mm PNP 10-30V 843348 | 113.67 Tees SeR epi 
E3Z-FTP12 2M 20m PNP 10-30V 843357 168.54 
= Convergent 
Red Light, Connector @ Pin-Point Beam for Detecting Extremely Small © Utilizes Omron’s “Hyper LED” Technology to 
E3Z-FDN21 100mm NPN 10-30V 843343 113.67 Objects Achieve Industry's Smallest Visible Red Beam 
E3Z-FDN23 500mm NPN 10-30V 84Y3345 96.60 © Thru-Beam, Retro-Reflective and Diffuse Models © Self-Contained Sensor Ideal for Compact 
e @ |P67 Applications 
ESZ:FDN24 im NEN a0 Given 94.71 @ 12-24VDC Input Voltage ® Convergent-Beam Model Spot Diameter: 0.15mm 
E3Z-FRN21 4m NPN 10-30V 843351 113.67 © 50mA Max. © CE Compliant 
E3Z-FRP21 4m PNP 10-30V 84Y3353 113.67 © Prewired with 6.6’ (2m) of Cable 
E3Z-FTN21 20m NPN 10-30V 843355 80.76 Sensing Supply Voltage Brice ESC 
Red Light, Prewired Mfg. Part No. Range Output Dc Stock No. 1+ 
E3Z-FRN11 2M 4m NPN 10-30V 84Y3350 24.14 Dark On 
E3Z-FRP11 2M 4m PNP 10-30V 843352 113.67 @ EST-ST12 im NPN 12-24V 91F9324 175.00 
E3Z-FTN11 2M 20m NPN 10-30V 84Y3354 133.91 Light On 
E3Z-FTP11 2M 20m PNP 10-30V 84Y3356 36.34 @ E8T-SL11 15mm NPN 12-24V 88K1922 228.64 
PIM 5670945 @ E3T-FD11 30mm NPN 12-24V 88K1921 201.21 
2 @ E8T-ST11 im NPN 12-24V 88K1923 175.00 
PIM_12926 
E3FA/E3RA/E3FB/E3RB CYLINDRICAL om RON 7 
PHOTOELECTRIC SENSORS GM ATIGU tren eECY 
@ Universal M18 cylindrical plastic or nickel-plated GG-C SERIES - LASER DISTANCE SENSOR H 
brass housing Geetinoiat © Analog output: 0-5V Panasonic 
 |P67, IP69K housing withstands high-pressure Available © Compact and lightweight RoHS | 
and high-temperature wash down © CMOS image sensor and an original algorithm compat 
@ High power red LED for easy sensor alignment @ Useful across various applications 


© Compact and robust housing 

© Retro-reflective models are polarized to prevent 
false reads on mirrored surfaces 

@ EMC protections and ambien light immunity for 
detection stability in environments with excess 
noise or background light 

Supply voltage: 10-30VDC. Response time: 0.5ms. Light-ON/Dark-ON selectable by wiring. Pre-wired 2m 


@ High-precision measurements 

@ Full slate of built-in 1/O options 

@ Reduced panel size 

The HG-C series provides high-end performance in a small, 
lightweight package. Three measurement ranges (100mm, 50mm, 
and 30mm) are available. The built-in display assist in setup and 
operation, and I/O options include a 0-5V analog output alongside 


cable length. either one NPN or PNP transistor output as well as an external 
Sensing Supply Voltage Price Each input : 
Mfg. Part No. Range Output DC Stock No. 1+ Sensing Supply Voltage Price Each 
Metal Housing, M12 Connector Mfg. Part No. Range Output DC Stock No. 1+ 
@ E3RB-DN23 700mm NPN 40-30V 86W6674 154.17 @ HG-C1030 30mm NPN 12-24V 01Y2842 = 
@ E3FB-DN23 4m NPN 40-30V 86W6663 113.67 @ HG-C1030-P 30mm PNP 12-24V 01Y2843 om 
@ E3RB-RN21 3m NPN 40-30V 86W6676 181.61 @ HG-C1050 50mm NPN 12-24V 01Y2844 453.84 
@ E3FB-RN21 4m NPN 40-30V 86W6665 130.65 @ HG-C1050-P 50mm PNP 12-24V 01Y2845 = 
@ E3RB-TN21 15m NPN 10-30V sewe678 | 235.17 @ HG-C1100 100mm NPN 12-24 012846 = 
@ E3FB-TN21 20m NPN 10-30V sewes6s | 201.21 @ HG-C1100-P 100mm PNP 12-24V 01¥2847 453.84 
Metal Housing, Pre-wired PIM_5465907 
@ E3RB-DN13 2M 700mm NPN 10-30V 86W6673 154.17 
@ E3FB-DN13 2M 1m NPN 10-30V 86W6662 113.67 iL . 
© ESRB-RNTT 2M N oo ed je pete poe ee Panasonic 
SIESEE RNIN u peWbebs 1SUICS ;: oe ee oe aii z + AL 
@ ESRB-TN11 2M 15m NPN 10-30 86W6677 235.17 @ Resistant to vibrations and impacts RoHS | 
@ E3FB-TP11 2M 20m PNP. 10-30V 86W6667 201.21 @ Easy mounting with M3 screws e diy Gee tinpian 
Plastic Housing, M12 Connector @ Three protection cirauits on all models ally 
eernows [Yann [nev [omy [ames asros Magoted grt hope noe, gy A GE CE 
@ ESFA-DN23 im NPN 10-30V 86W6657 101.91 applications and supplied with integrated 1 m cable, &— 
@ E3RA-RN21 3m NPN 10-30V 86W6670 141.11 bend resistant cable (R suffix) or 3 m cable (C3 
© ESFARNZ1 N Bewe659 | 105.83 sufi) — 
@ E3RA-TN21 N 86W6672 215.58 
Py ia 
2 Mfg. Part No. Range Output DC Stock No. 1-49+ 
@ E3RA-DN13 2M 700mm NPN 10-30V 86W6668 131.96 PM-25 Series, F Type 
@ ESFA-DN13 2M ilu NEN 10:30V S6W6656_| 101.91 @ PMF25 6mm | NPN Open Collector 5-24V 9573045 = 
ESRARNITZM ain NEN 1090Y oe || KALA © PMF25C3 6mm | NPN Open Collector 5-24 9573046 = 
Se ESrARN 2M aul NEN isthe GR) || as.8i8 @ PME25R 6mm | NPN Open Collector 5-24V 9573048 = 
@EORASTINIT EM N SEWGG 7A |MaSISESS © PMF25P 6mm | PNP Open Collector 5-24V 9573047 = 
@ E3FA-TN11 2M 86W6660 154.17 PM-25 Series, K Type 
Price Each @ PMK25 6mm NPN Open Collector 5-24V 95Y3057 11.91 
Mfg. Part No. Description Stock No. 1+ @ PMK25C3 6mm NPN Open Collector §-24V 953058 os 
@ E39-L183 Mounting Bracket 86W6683 12.13 @ PMK25R 6mm NPN Open Collector §-24V 95Y3060 = 
@ E39-L182 Mounting Bracket, Flush 86W6682 12.13 @ PMK25P 6mm PNP Open Collector 5-24V 95Y3059 = 
PIM_210165 PM-25 Series, L Type 
@ PML25C3 6mm NPN Open Collector §-24V 95Y3068 = 
@ PML25R 6mm NPN Open Collector §-24V 95Y3070 = 
@ PML25P 6mm PNP Open Collector 5-24V 95Y3069 = 
PM-25 Series, R Type 
@ PMR25 6mm NPN Open Collector §-24V 95Y3077 — 
@ PMR25C3 6mm NPN Open Collector §-24V 95Y3078 as 
> CONTINUED > 
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SWITCHES & SENSORS 


SENSORS — PHOTOELECTRIC 


PM-25/45/65 SERIES PHOTOELECTRIC SENSORS (CONT.) E3FA & E3FB CYLINDRICAL PHOTOELECTRIC SENSORS (CONT.) 
Sensing Supply Voltage | Price Each Sensing Supply Voltage Price Each 
Mfg. Part No. Range Output DC Stock No. 1-49+ Mfg. Part No. Range Output DC Stock No. 1+ 
PM-25 Series, R Type Metal, BGS 
@ PMR25R 6mm NPN Open Collector 5-24V 953080 ees E3FB-LN22 200mm NPN 10-30V 46X9652 168.54 
@ PMR25P 6mm PNP Open Collector 5-24V 953079 = E3FB-LP22 200mm PNP 10-30V 46X9656 168.54 
PM-25 Series, U Type Metal, Diffuse 
@ PMU25 6mm NPN Open Collector 5-24V 953097 = E3FB-DN22 300mm NPN 10-30V 46X9644 113.67 
@ PMU25C3 6mm NPN Open Collector 5-24V 95Y3098 _ Metal, Retroreflective 
@ PMU25R 6mm NPN Open Collector 5-24V 95Y3100 a E3FB-RN22 500mm NPN 10-30V 46X9658 130.65 
@ PMU25P 6mm PNP Open Collector 5-24V 95Y3099 = E3FB-RP22 500mm PNP 10-30V 46X9662 130.65 
PM-45 Series, F Type Metal, Transparent Detection 
@ PMF45 6mm NPN Open Collector 5-24V 953049 = E3FB-BN22 2m NPN 10-30V 46X9636 181.61 
@ PMF45C3 6mm NPN Open Collector 5-24V 95Y3050 = E3FB-BP22 2m PNP 10-30V 46X9640 181.61 
@ PMF45P 6mm PNP Open Collector 5-24V 95Y3051 = Plastic, BGS 
@ PMF45PC3 6mm PNP Open Collector 5-24V 953052 = @ E3FA-LN22 200mm NPN 10-30V 46X9617 134.57 
PM-45 Series, K Type @ E3FA-LP22 200mm PNP 10-30V 46X9621 134.57 
@ PMK45 6mm NPN Open Collector 5-24V 95Y3061 — Plastic, Diffuse 
@ PMK45C3 6mm NPN Open Collector 5-24V 95Y3062 oa @ E3FA-DP21 100mm PNP 10-30V 46X9611 101.91 
@ PMK45P 6mm PNP Open Collector 5-24V 953063 = @ E3FA-DN22 300mm NPN 10-30V 46X9607 102.11 
@ PMK45PC3 6mm PNP Open Collector 5-24V 953064 as @ E3FA-DP22 300mm PNP 10-30V 46X9612 106.81 
PM-45 Series, L Type Plastic, Retroreflective 
@ PML45C3 6mm NPN Open Collector 5-24V 95Y3072 = @ E3FA-RN22 500mm NPN 10-30V 46X9623 105.83 
@ PML45P 6mm PNP Open Collector 5-24V 95Y3073 = @ E3FA-RP22 500mm PNP 10-30V 46X9627 105.83 
@ PML45PC3 6mm PNP Open Collector 5-24V 95Y3074 — Plastic, Transparent Detection 
PM-45 Series, R Type @ E3FA-BN21 500mm NPN 10-30V 46X9598 134.57 
@ PMR45 6mm NPN Open Collector 5-24V 95Y3081 — 500mm PNP 10-30V 46X9602 134.57 
@ PMR45C3 6mm NPN Open Collector 5-24V 95Y3082 ay 2m NPN 10-30V 46X9599 134.57 
@ PMR45P 6mm PNP Open Collector 5-24V 95Y3083 eae @ E3FA-BP22 2m PNP 10-30V 46X9603 134.57 
@ PMR45PC3 6mm PNP Open Collector 5-24V 9573084 = PIM_212173 
PM-45 Series, T Type 
= —— = bk a OPB708 SERIES REFLECTIVE OBJECT SENSORS 
@ PMT45C3 6mm NPN Open Collector §-24V 95Y3090 — Features: 
@ PMT45P 6mm PNP Open Collector 5-24V 95Y3091 _— © Focused for maximum sensitivity OPTEK Technology 
@ PMT45PC3 6mm PNP Open Collector 5-24V 9573092 a © Phototransistor or photodarlington output ae 
: © Crosstalk does not exceed specified ICEO Compliant 
PM-45 Series, Y Type © 24" (610 mm) wire length Gee einai 
@ PMY45 6mm NPN Open Collector §-24V 95Y3101 mee © 26 AWG wire size 
@ PMY45C3 6mm NPN Open Collector 5-24V 95Y3102 ay egies dasa aasicst 
@ PMY45P 6mm PNP Open Collector §-24V 953103 a5 © Assembly line sismation 
@ PMY45PC3 6mm PNP Open Collector §-24V 953104 m5 @ Machine automation 
PM-65 Series, F Type © Machine safety 
© End of travel sensor 
@ PMF65 6mm NPN Open Collector §-24V 95Y3053 = © Door sensor 
@ PMF65W 6mm NPN Open Collector §-24V 95Y3055 11.91 @ Thermal Paper Mark 
@ PMF65P 6mm PNP Open Collector §-24V 953054 ng Forward | Forward Sensing Price Each 
@ PMF65WP 6mm PNP Open Collector 5-24V 95Y3056 = Mfg. Part No. Vceo Current Voltage Vr Distance | Stock No. 1-99+ 
PM-65 Series, K Type Panel / Chassis, Phototransistor, No Windows 
@ PMK65 6mm NPN Open Collector 5-24V 953065 = @ OPB743WZ 30V 40mA 1.7V 2v 3.81mm 40P0580 4.53 
@ PMK65P 6mm PNP Open Collector 5-24V 95Y3066 = Panel / Chassis, Phototransistor, Offset Windows 
PM-65 Series, L Type @ OPB742WZ 30V 40mA 1.7V 2v 3.81mm 40P0578 4.11 
@ PML65 6mm NPN Open Collector 5-24V 95Y3075 — PIM_210028 
@ PML65P 6mm PNP Open Collector 5-24V 95Y3076 aa eS eeeeeEEEEe——Ee———— 
PM-65 Series, R Type 
© PMR65 ‘ 6mm | NPN Open Collector 5-24 9573085 eon PU MIEICES TE MEER ATURE EneO Rs Amphenol 
@ PMRESW 6mm NPN Open Collector 5-24V 95Y3087 = Advanced Sensors 
@ PMR65P 6mm PNP Open Collector §-24V 95Y3086 = RoHS _ 
@ PMRE5WP 6mm PNP Open Collector 5-24V 95Y3088 = an Soper 
PM-65 Series, T Type 
@ PMT65 6mm NPN Open Collector §-24V 953093 — ‘ : . 
© Fully calibrated and temperature compensated © Optional wire length 
@ PMT6SW 6mm NPN Open Collector 5-24V 95Y3095 sm © Water resistant © Low current consumption 
@ PMT65P 6mm PNP Open Collector §-24V 95Y3094 es5 @ Digital or analogue output @ Reliable in harsh environments 
@ PMT65WP 6mm PNP Open Collector 5-24V 95Y3096 aa Products with suffix -1 have a 1m cable as opposed to 1.8m 
PM-65 Series, Y Type Supply Price Each 
@ PMY65 6mm NPN Open Collector 5-24V 95Y3105 = Mfg. Part No. Voltage Accuracy Stock No. 1-4+ 
@ PMY65P 6mm PNP Open Collector 5-24V 95Y3106 na 0% to 100% Relative Humidity, Analogue, Cable with Connector 
PIM. 5722126 @ 19602-3-A-1 3V 2% 29Y6840 49.06 
_ @ 19602-5-A 5V 2% 29Y6843 68.51 
9 
E3FA & E3FB CYLINDRICAL Seaton om RON Pore — Sv | ES 2976844 65.45 
PHOTOELECTRIC SENSORS avalabie h to Relative Humidity, Digital, Cable with Connector 
The E3FA/E3FB series includes special models to solve PUTOMSUON ES AREDY © 79602-3-D Vv 2h 2976841 — 
challenging applications: Background Suppression, Limited @ 19602-3-D-1 3V 2% 29Y6842 43.54 
Distance Detection and Transparent Object Detection. @ 19602-5-D-1 5V 2% 29Y6846 55.53 
@ 79602-5-D 5V 2% 29Y6845 29.37 


PIM_5465912 


> CONTINUED > 
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SWITCHES & SENSORS 
SENSORS — HUMIDITY 


DIGITAL HUMIDITY SENSOR WITH TEMPERATURE OUTPUT 


DFN type package 

Relative humidity and temperature digital output, 12C 
interface 

@ Fully calibrated 

© Lead free sensor, reflow solderable 

@ Low power consumption 

© Fast response time 

HTU20D digital humidity sensors are dedicated humidity 
and temperature plug and play transducers for OEM 
applications where reliable and accurate measurements 
are needed. Direct interface with a microcontroller is made 
possible with the module for humidity and temperature 
digital outputs. These low power sensors are designed for high volume and cost sensitive applications with 
tight space constraints. 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


HIH SERIES HUMIDITY SENSORS 


@ Industry-leading long-term stability 

© True temperature-compensated digital 12C or SPI 
output 

© Industry-leading reliability 

@ Energy efficiency 

© Lowest total cost solution 

@ Ultra-small package size and options 

© Other accuracies available: +1.7 %RH (HIH9000 

Series), +2.0 %RH (HIH8000 Series), +3.0 %RH 


Honeywell 


aus 
‘ 
ad 


(HIH7000 Series), and +4.0 %RH (HIH6100 Series) 1 
Supply Tape Cut 
Mfg. Part No. Description Voltage Accuracy | Stock No. 1-9+ 


0% to 100% Relative Humidity, Digital, SMD 


Supply Case Tape Cut HIH9131-000-001 Hydrophobic Filter | 2.3VDC-5.5VDC 1.7% 04X4287 = 
Mfg. Part No. Voltage Accuracy Style Stock No. 1-99+ HIH7131-000-001 Hydrophobic Filter | 2.3VDC-5.5VDC 3% 04X4281 14.25 
0% to 100% Relative Humidity HIH6030-021-001 No Filter 2.3VDC-5.5VDC. 45% 04X4278 —_ 
@ HPP845E034R5 3V 3% DFN-6 03AC1457 — 0% to 100% Relative Humidity, Digital, Through Hole 
PIM_5740431 HIH8120-021-001 No Filter 2.3VDC-5.5VDC 2% 04X4284 8.65 


HS1101LF RELATIVE HUMIDITY SENSOR 


@ High reliability and long term stability 
@ Patented solid polymer structure 
@ Suitable for linear voltage or frequency output circuitry 
@ Fast response time and very low temperature 
coefficient 
Based on a unique capacitive cell, this relative humidity 
sensors is designed for high volume, cost sensitive 
applications such as office automation, automotive cabin 
air control, home appliances, and industrial process control 
systems. They are also useful in all applications where 
humidity compensation is needed. 


— fs 


connectivity 


AUTHORIZED DISTRIBUTOR 


Supply Price Each 
Mfg. Part No. Voltage Sensitivity Stock No. 1-9+ 
1% to 99% Relative Humidity, Analogue, Through Hole 
HPP801A031 10VAC 0.31pF/%RH 99W2622 8.55 
PIM_5740429 


AMPHENOL HUMIDITY CHIPCAP2 TEMPERATURE 
SENSOR 


Features: 

© Fully calibrated and temperature compensated 
Digital or analog output with alarm function 
Free operating voltage 

Low current consumption 

SMD package for automated assembly 
Reliable in harsh environments 

Sleep mode option available for reducing power 
consumption 

Specifications: 


Amphenol 


Advanced Sensors 


RoHS _ 
Compliant 
Available 


@ Accuracy: +2% or +3% RH, +0.3°C 
© Resolution: 14 bit — 0.01% RH, 0.01°C 23 tod ; : 
© Repeatability: +2% RH, +0.1°C refrigeration, indoor air quality, vent fans, home 
© Supply voltage: 2.7V to 5.5V appliances, humi/dehumidifiers 
© Supply current (IDD): 750 yA (typical) © Process control and instrumentation: medical 
© Operating temperature range: -40°C to +125°C instruments, hand-held devices, weather stations, 
© Operating RH range: 0 to 100% RH (non-con- food processing, printers, RFIDS 
densing) © Automobile and transportation: cabin climate 
© Package size : (4mm x 6mm x 1.9 mm high) control, defogging control condensing preventive 
Applications: device : : 
Energy saving HVAC control: air conditioning, © Medical: Nebulizers, oxygen air, CPAP/Sleep 
Apnea devices 
ChipCap 2™ is a capacitive polymer sensor chip and a CMOS integrated circuit with EEPROM that are 
integrated into one embedded system in a reflow solderable SMD package. Individually calibrated and tested, 
ChipCap 2™ performs at +2% from 20% to 80% RH (+3% over entire humidity range), and is simple and ready- 
to-use without further calibration or temperature compensation. ChipCap 2™ provides linear output signals in 
various interfaces: |?C interface, PDM convertible to analog signal, and alarm function for preset control at min./ 
max. humidity. 
Supply Case Price Each 
Mfg. Part No. Voltage Accuracy Style Stock No. 1-9+ 
0% to 100% Relative Humidity, Analog Output 
@ CC2A23 3.3V 2% LCC-8 84W8913 13.65 
@ CC2A33 3.3V 3% LCC-8 84W8915 = 
@ CC2A25 5V 2% LCC-8 84w8914 10.31 
@ CC2A35 5V 3% LCC-8 84W8916 12.78 
0% to 100% Relative Humidity, Digital Output 
@ CC2D23 3.3V 2% LCC-8 84W8917 13.65 
@ CC2D33 3.3V 3% LCC-8 84W8921 9.70 
@ CC2D25 5V 2% LCC-8 84W8919 13.65 
@ CC2D35 5V 3% LCC-8 84W8923 10.08 
0% to 100% Relative Humidity, Digital Output, Sleepmode 
@ CC2D23S 3.3V 2% LCC-8 84W8918 11.01 
@ CC2D33S 3.3V 3% LCC-8 84W8922 = 
@ CC2D25S 5V 2% LCC-8 84W8920 10.31 
@ CC2D35S 5V 3% LCC-8 84w8924 10.08 
PIM_209514 


PIM_211649 


HUMIDICON™ DIGITAL HUMIDITY/TEMPERATURE 
CENSORS Honeywell 


Supply voltage: 2.3 Vdc to 5.5 Vde a opin . 
Compliant 
Available 


Humidity range: 10 to 90 %RH 
Temperature range: 5°C to 50°C 
Resolution: 14 bit ADC 

Total error band: +/- 5 %RH 

Response time: 5 to 30sec 

Operating temperature: -40°C to 100°C 


Supply Case | Tape Cut 
Mfg. Part No. Voltage Accuracy Style Stock No. 1-9+ 
10% to 90% Relative Humidity, Hydrophobic Filter 
HIH6121-021-001S 5.5 V 4% SIP-4 06W1615 116.38 
@ HIH6131-021-001 5.5 V 4% SOIC-8 5571170 13.70 
10% to 90% Relative Humidity, No Filter 
@ HIH6130-021-001 5.5 V 4% SOIC-8 5571168 11.14 
PIM_196687 


HIH-5030/31 SERIES HUMIDITY SENSORS 


Features: 

© Surface Mount Device 

© Complement our existing HIH-4030/4031 line of SMD 
humidity sensors by operating at lower supply voltage 
(down to 2.7 VDC) 

© Supports demanding system performance, accuracy and 
response time over the entire humidity range of 0-100% RH 

® Allows for application flexibility due to its small, space-sav- 
ing housing profile 

@ Provides enhanced resistance to condensation, contami- 
nants due to its multi-layer construction and hydrophobic 


Honeywell 


RoHS _ 
ig Compliant 
| “i Available 
J 


filter 
@ Provides instrumentation-quality performance due to its © Process equip- 
near linear output ment 


© Supply voltage: 2.7V to 5.5VDC 
@ Part numbers ending in S come in sample packs of 5 units 


© Telecommunica- 
tions cabinets 


Potential Applications: Industrial: 
© Air compressors @ Infant incubators 
© Battery-powered systems @ Microenvironments 
@ HVAC © Sleep apnea equipment 
© OEM assembiles Medical: 
Supply Case Tape Cut 

Mfg. Part No. Voltage Accuracy Style Stock No. 1-9+ 
0% to 100% Relative Humidity, Filtered 
@ HIH-5031-001 3.3V 3% SMD-3 11R0672 34.17 
@ HIH-5031-001S 3.3V 3% SMD-3 11R0673 — 
0% to 100% Relative Humidity, No Filter 
@ HIH-5030-001 3.3V 3% SMD-3 411R0670 23.19 
@ HIH5030-001S 3.3V 3% SMD-3 11R0671 
PIM_148724 


HIH-4000 SERIES HUMIDITY SENSORS 


Honeywell 

- SBirs , 
Compliant 

- Available 


Fig. 2 Fig. 1 
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HIH-4000 SERIES HUMIDITY SENSORS (CONT.) 


Benefits: @ Molded thermoset plastic housing 
© More robust version of the HH 3610 series, @ Linear voltage output vs %RH 
HIH-4000 series © Laser trimmed interchangeability 
@ Delivers instrumentation-quality RH sensing perfor- @ Low power design 
mance in a competitively priced, solderable SIP @ High accuracy 
Features: © Fast response time 
Supply Case Price Each 
Mfg. Part No. Voltage Accuracy Style Stock No. 1-4+ 
0% to 100% Relative Humidity, Calibration + Data Printout, Fig. 1 
@ HIH-4000-004 5.8 VDC 3.5% SIP-3 31M9177 66.24 
0% to 100% Relative Humidity, Calibration + Data Printout, Fig. 2 
@ HIH-4000-003 5.8 VDC 3.5% SIP-3 15M0250 61.23 
0% to 100% Relative Humidity, Fig. 4 
@ HIH-4000-002 5.8 VDC 3.5% SIP-3 71J4531 40.62 
0% to 100% Relative Humidity, Fig. 2 
@ HIH-4000-001 5.8 VDC 3.5% SIP-3 12M6693 60.54 
PIM_85461 


LINPICCO (TM) ANALOG HUMIDITY 
SENSORS 


Features: 
© For accurate relative humidity measurement 
© Low power consumption, current loop version supplied from 


current loop INNEVATIVE SENSOR TECHNOLOGY 


SWITCHES & SENSORS 
SENSORS — HUMIDITY 


SHT SERIES HUMIDITY AND TEMPERATURE SGENSIRION 


SENSORS THE SENSOR COMPANY 


RoHS 
Compliant 
Available 


EK-H4 


EK-H5S 
SHT25 


© Measurement range: 0-100%RH 
@ Response time: 8 sec. 

Single chip relative humidity and temperature sensor is fully calibrated and offers excellent long-term stability 
with ultra-low power consumption. The digital CMOSens technology integrates two sensors and readout 
circuitry on one single chip. 


© Temperature range: -40°C to +123.8°C 


@ Temperature-compensated cor ant SHT21 Series has a range of interfaces: SHT21 = I2C, SHT21P = PWM, SHT21S = SDM 
@ Rapid response Available 
© Good linearity Supply Case Tape Cut 
e oe : Mfg. Part No. Voltage Accuracy Style Stock No. 4+ 
@ Low hysteresis 7 rar 
@ Very small dimensions 0% to 100% Relative Humidity : 
© Mechanically robust @ SHT25 3V 1.8% DFN-6 2071173 14.57 
Specifications: @ SHT21 3V 2% DFN-6 2071172 3.18 
: cde Type PI4SMD @ SHT21P 3V 2% DFN-6 4173224 5.69 
leasurement principle: Capacitive humidity 
sensor @ SHT21S 3V 2% DFN-6 4173225 5.09 
© Specification range: 15 to 85% RH @ SHT75 3.3V 1.8% SIP-4 18M2988 = 
© Accuracy: 3%rF at 23° C 
© Humidity range: 0 to 99.9% RH, non-condensing © ® Storage temperature range: -40 °C to +100 °C at @ SHES oo 2% ita gSMzBE == 
© Operating temperature range: -25 °C to +85 °C 95% RH, non condensing @ SHT11 3.3V 3% LCC-8 6904848 —_ 
© Humidity measurement range: +85 °C e Dimensions: L=47.0 x W=10.0 x H=2.8mm @ SHT71 33V 3% SIP-4 18M 2987 = 
© Current consumption: 3mA @ Soldering terminals for VCC, analog out, loop- 
through of optional temperature sensor Price Each 
Supply Price Each Mfg. Part No. Description Stock No. 1+ 
Mfg. Part No. Description Voltage Accuracy | Stock No. 1-9+ @SF1 Filter Cap for SHT11 & SHT15 09J2305 -— 
0% to 100% Relative Humidity, Current, Connector PIM_79350 
@ LINPICCO (TM) BASIC A420 Module 8VDC-32VDC 3% 83K3500 = 
0% to 100% Relative Humidity, Voltage, Connector Sensing Analog Development Kits 
@ LINPICCO (TM) BASIC A05 MK33 Sensor | 7VDC-32VDC 3% | 83K3481 —- Price Each 
@ LINPICCO (TM) BASIC A01 P14 Sensor | 7VDC-32VDC 3% 83K3474 =a Mfg. Part No. Description Stock No. need 
PIM_88537 @ EK-H4 Evaluation Kit EK-H4 2071170 = 
@ EK-H5 Evaluation Kit EK-H5 2071171 73.58 
SHTC1 HUMIDITY AND TEMPERATURE SENSOR GENSIRION =~ Pisses 
Ic THE SENSOR COMPANY 
Features: RoHS | 
© Best performance-to-price ratio Geeiinpia N8480 SERIES RF POWER SENSORS KEYSIGHT 


@ Fully calibrated and reflow solderable 
@ Ultra-low power consumption 
@ Power-up and measurement within 1 ms 


The SHTC1 is a digital humidity and temperature sensor 
designed especially for high-volume consumer electronics 
applications. This sensor is designed to overcome 
conventional limits for size, power consumption, and 
performance to price ratio in order to fulfill current and 
future requirements. Sensirion’s CMOSens® technology 

offers a complete sensor system on a single chip, consisting of a capacitive humidity sensor, a bandgap 
temperature sensor, analog and digital signal processing, A/D converter, calibration data memory, and a digital 


communication interface supporting I2C fast mode. 
Supply Case Price Each 
Mfg. Part No. Voltage Accuracy Style Stock No. 1+ 
0% to 100% Relative Humidity 
@ SHTC1 18V 3% yDFN-4 64X8060 3.64 
PIM_5465435 


Dev Kit HO 


Find the Newest Development Kits & 


Evaluation Boards from Top Suppliers 
newark.com/dev-kits 


PIM_5624787 


1.800.463.9275 © newark.com 


TECHNOLOGIES 


N8481A & N8482A 


N8485A 


Features: @ Up to 55 dB wide dynamic range for one sensors 
@ High accuracy with excellent linearity and noise © solution from -35 dBm to +44dBm 
specifications Specifications: 


@ Excellent SWR, linearity and repeatability @ Damage level: 25 dBm avg. 15 W/2 us pk 

@ Built-in EEPROM features for easy calibration © Operating temperature: 0 °C to 55 °C 

Power sensors are integrated with EEPROM feature, which allows users to calibrate the power sensors 
without manually entering the calibration factors to the power meter. In comparison to legacy 8480 series 
power sensors, there are tremendous improvements such as wider dynamic range and frequency range, better 
accuracy, linearity, repeatability as well as the SWR. 


Price Each 
Mfg. Part No. Stock No. 1+ 
100 kHz to 6 GHz, -15 to +35 dBm 
N8482H 60R3060 3137.00 
100 kHz to 6 GHz, -35 to +20 dBm 
N8482A 4TY6893 2474.00 
100 kHz to 6 GHz, -5 to +44 dBm 
N8482B 65R4519 5644.00 
10 MHz to 18 GHz, -15 to +35 dBm 
N8481H 35R2886 3137.00 
10 MHz to 18 GHz, -35 to +20 dBm 
N8481A 09P8790 2378.00 
> CONTINUED > 


elementiy 1121 
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THERMOCOUPLES 
N8480 SERIES RF POWER SENSORS (CONT.) FAST RESPONSE THERMOCOUPLES (CONT.) 
Price Each Self-adhesive thermocouples are designed for fast temperature 
|e al measurements. Manufactured from 30AWG _ Teflon-coated 
Mfg. Part No. stockiNo! ike thermocouple wire with a flattened bead secured between a high- 
10 MHz to 18 GHz, -5 to +44 dBm temperature polymer and a high-temperature, fiber-reinforced 
N8481B 70R1590 5644.00 polymer for thermal conductivity and fast response. Sold in 
10 MHz to 26.5 GHz, -35 to +20 dBm packages of 5. 
N8485A 09P8792 3290.00 
10 MHz to 67 GHz, 67 GHz to 70 GHz, -35 to +20 dBm 
N8488A 73R8352 10271.00 
26.5 to 40 GHz, -35 to +20 dBm Thermocouple Lead Price Each 
N8486AR 52R2936 10772.00 Mfg. Part No. Type Length Stock No. 1+ 
33 to 50 GHz, -35 to +20 dBm SA1-E/N E 175°C 1m 48F5576 — 
N8486AQ 70R1591 12123.00 SAt1-J/N J 175°C 1m 12K5541 = 
50 MHz to 50 GHz, -35 to +20 dBm SA1-K/N K 175°C 1m 66F5598 = 
N8487A 35R2855 6248.00 PIM_36976 
PIM_211817 
88000 SERIES HIGH TEMPERATURE WW NEWPORT’ 
READY-MADE INSULATED THERMOCOUPLE WIRE XNEWwPORT’ THERMOCOUPLE SURFACE 
@ 1M (36") length in convenient PROBES 
S-packs aoe © Maximum Temperature Measurement up to 760°C 
© Stripped-end termination (1400°F) 


@ Made from Special Limits o 
Error wire 

© Choice of Type J or Type K 

© Glass braid or PFA (perfluor 
alkoxy) insulation 


RoHS _ 
Compliant 
YZ QD Available 
os 


© Sold in packs of 5 1M long pieces 
Also available in 2M (72”) length and in Types T or E; go online or call. 


@ K and E Thermocouple Calibrations 

© Straight and Right Angle Probes 

© Our most popular Models, 88006 and 88007, 
are ideal for temperature measurement of small 
electronic parts 

@ All Models supplied with a molded SMP or SMPW 


Price per subminiature male connector and TAS adaptor 
Wire Wire Pkg. Model 88006(*) Miniature, fast response probe with 
Mfg. Part No. Type Size Length Stock No. 1+ 480°C (900°F) max. surface temperature. Ideal for 
: 5 surface temperatures of small electronic parts. Model 
Chromel-Alumel, Glass Braid Insulation 88007(*) Miniature, fast response probe. Ideal for measuring the surface temperature of small electronic parts. 
5TC-GG-K-30-36/N KX 30AWG 1m 93F9314 = 250°C (480°F) max. surface temperature. 
5TC-GG-K-24-36/N KX 24AWG | 1m 93F9313 ess Thermocouple Price Each 
Chromel-Alumel, PFA Insulation Mfg. Part No. Type Stock No. 1+ 
5TC-TT-K-30-36/N KX 30AWG 1m 93F9310 = 88007K/N K 250°C 12R3367 = 
5TC-TT-K-24-36/N KX 24AWG 1m 93F9309 = 88006K/N K 480°C 55X4848 = 
lron-Constantan, Glass Braid Insulation Replaceable Element Supplied 
5TC-GG-J-24-36/N IX 24AWG 1m 93F9315 ess 88007K-RE/N K 250°C 5979648 = 
lron-Constantan, PFA Insulation PIM_213099 
5TC-TT-J-30-36/N JX 30AWG | 1m 93F9312 ees 
- ee as ZENG im sonst = JKETN_MQ SERIES QUICK DISCONNECT NEWPORT: 
= THERMOCOUPLES 
® Glass filled nylon connector body 
DUPLEX INSULATED THERMOCOUPLE WIRE MINEWPORT’ , 4 310.3 8, 158, ort 
ee a «Standard 6 and 12" lengths = 
available 
Type K Type J e ly diameters from 0.010 to 
———— e Grounded, ungrounded, or exposed 
TypeT ; eee Gilding adlediiily © Color-coded SMP miniature connector termination 
Two-conductor thermocouple wire is insulated and jacketed in PFA (perfluoroalkoxy) or glass material. included : j or Custom lengtis avaliable, gu‘online or-cal 
Conductors available in iron-constantan, chromel-alumel, and Special Limits of Error (SLE in mfg. part no.) 5 
which denotes ANSI MC96.1 (1975). Outer jacket color: brown. Other wire gauges, lengths, thermocouple types, Thermocouple Lead | Price Each 
jacket/insulation materials and colors are available; go online or call. Mfg. Part No. Type Length Stock No. 1+ 
Price per Nylon (Polyamide), Glass Filled 
Wire Wire Spool TMQSS-125U-6/N ag 220°C 6 50B5935 = 
Mfg. Part No. Type Size Stranding | Length | Stock No. 1+ PIM_213098 
Chromel-Alumel, Brown Glass Braid Jacket 
GG-K-20-25/N 20AWG Solid 7.62m 93F9304 57.06 
Chromel-Alumel, Brown PFA Jacket | t1 4 CO M M U N | Y 
TT-K-24-25/N 24AWG Solid 7.62m 93F9303 = e e mM e n 
TT-K-24-500/N 24AWG Solid 152.4m 83H6214 = 
TT-K-20-25/N 20AWG Solid 7.62m 93F9302 = 
lron-Constantan, Brown Glass Braid Jacket 
GG-J-24-25/N 24AWG Solid 7.62m 93F9291 = 
GG-J-20-25/N 20AWG Solid 7.62m 51B582 a 
lron-Constantan, Brown PFA Jacket 
TT-J-24-25/N 24AWG Solid 7.62m | 93F9307 a DESIGN 
TT-J-20-25/N 20AWG Solid 7.62m 93F9306 = 
TT-J-20-100/N 20AWG Solid 30.48m 51B611 == 
Special Limits of Error, Brown PFA Jacket COLLABORATE RESEARCH 
TT-K-30-SLE-500/N 30AWG Solid 152.4m 78H4663 a= 
TT-T-30-SLE-1000/N 30AWG Solid 304.8m | 59K9467 = element14.com 
TT-T-24-SLE-100/N 24AWG Solid 30.48m 81H2001 = PIM_5620864 
PIM_6610 
FAST RESPONSE THERMOCOUPLES WNEWPoRT: 
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SWITCHES & SENSORS 


ARISO M30 GPIO CONTACTLESS COUPLER SNAP-ACTION DISC THERMOSTATS (CONT.) 
aD 
Features: — TE Operating Price Each 
@ Freedom of movement bearnsacid Temperature 
© Design flexibility and cost savings 6 “Maiviionézen bisiisirOR Mfg. Part No. Min Stock No. 1-9+ 
° ee ions RoHS Quick Connect, SPST-NC 
© Rotational freedom Compliant 9 
© Unlimited mating cycles in wet and gee Available @ 3111-60 60 F 16M4628 9.14 
dusty environments @ 3111-110 110°F 16M4630 12.88 
* Niro ei MUets CID ae is deo ae 
vibration resistance and fully sealed © Operating Voltage: 24 VDC @ 3L11-140 140°F 16M4632 12.10 
couplers © Output Current: 500 mA @ 3111-150 150°F 16M4633 6.67 
cee waiy © Anant emp: 20°C fo 85° ¢ © 3111-160 160°F 16M 4634 15.54 
pola © Storage temp: -25°C - 100° 7 OE 
© Power output short circuit © Housing material: Ni-Plated Brass @sltt-10 ue — PAMEESS 8:48 
© Data output short circu ; © Switching frequency f: 500 Hz @ 3111-190 190°F 97F7515 17.90 
i re jie / cals reverse polarity © Operational Freedom: © 3111-210 10°F 46M4637 19.64 
ver-temperature @ Air Gap: max. 7mm oF 
© Foreign Object © Mis-alignment: max. 5 mm atis200 oy CEH U2) 
@ Dynamic Pairing: ARISO Couplers are interchangeable © Angle: max. 30°C Quick Connect, SPST-NO 
Sek Indication (12 pin variants only) : eee - © 3F 11-100 100°F 46M4626 0.72 
Hl , Rol 7 oF 
© Power Level: 12 Watt 3F11-120 120 i 46F6507 10.69 
ARISO Contactless Connectivity platform reliably delivers power, data and signal over short distances - @ 3F11-140 140°F 46F6509 20.24 


even in harsh environments. Because the ARISO Contactless Connectivi 


ity platform can replace complex and 


expensive harness constructions and slip rings, it enables connectivity where previously it was impossible. It 
even makes maintenance and installation a lot easier thanks to a high degree of design flexibility. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ 2287598-2 Receiver, 2 Outputs, A Coding 43Y4649 == 
@ 2287598-4 Receiver, 8 Outputs, A Coding 43Y4651 = 
@ 2287598-5 Receiver, 8 Outputs, B Coding 43Y4652 a 
@ 2287598-1 Transmitter, 2 Outputs, A Coding 43Y4648 eae 
@ 2287598-3 Transmitter, 8 Outputs, A Coding 43Y4650 = 
PIM_5465846 
POWER / OUTPUT CABLE NEWPORT: 
© 4 conductor 
© Used to link signal conditioner to process pane! meter 
© 100 ft — 
Price per 
Spool 
Mfg. Part No. Length Stock No. 1+ 
@ TX4-100/N 30.48m 7871238 16.47 
PIM_5465428 
723 SERIES THERMAL SWITCHES @ 
° Operation temperature: One fixed point in the range of 50°C. multicomp 
° eae tolerance: +/-5 °C Osa 
e Differential (difference between On point and Off point) normal Available 
e oe se 15A/125VAC, 10A/250VAC, 15A/250VAC @) 
© Contact resistance: 50 mohm or less 
Operating Price Each 
Temperature 
Mfg. Part No. Min Reset Temp. Stock No. 1-99+ 
Flange Mount, Quick Connect, SPST-NO 
@ T23B050ASR2-15 50°C 35°C 98K1994 2.46 
@ T23B060ASR2-15 60°C 45°C 98K1995 2.46 
Quick Connect, SPST-NC 
@ T23A050ASR2-15 50°C 35°C 98K1988 OL 
@ T23A070ASR2-15 70°C 55°C 98K1989 2.36 
@ T23A090ASR2-20 90°C 70°C 74K2960 2.36 
@ T23A100ASR2-15 100°C 85°C 98K1990 See) 
@ 123A125BSR2-15 125°C 110°C 98K1992 D139) 


PIM_202673 


SNAP-ACTION DISC THERMOSTATS 


Automatic Reset 

1/4” Quick-Connect Terminals 

1/2” Bimetal Disc Thermostat 

Loose Ring 

Stainless Steel Mtg. Bracket 

Load Rating: 15A @ 120V, 10A @ 240V 

UL recognized, CSA certified, VDE approved 

#40012575 

@ 1.23" Lx 1.32" Case W x 0.37" H and 2 Holes .145” 
Dia. 

Positive, instantaneous opening or closing of electrical 

circuits. All have differential of 30°F, except mfg. part no. STO-60, which h 

and STO-175, which have a differential of 15°F. 


1.800.463.9275 © newark.com 


SIO ¥. FLORA 
0.04392 


White y 
Rodgers. 


RoHS _ 

Compliant 

Available 
WG 


Sf. wo a6 
(big sisson 


CS 


as a differential of 20°F and STO-85 
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MANUAL RESET ROLLOUT LIMIT CONTROLS 


White Y on a 
© Loose ring, stainless steel mounting brackets Rodgers. figs 
@ 1/4” quick connect terminations. 90° orientation to 

mounting holes 

® Manual reset 

© Stainless steel disc cup 

Manual reset flame rollout limit switches designed for 

safety in gas fired furnaces, unit heater and rooftop units 

Operating Price Each 
Temperature 
Mfg. Part No. Min Stock No. 1-99+ 

Flange Mount, Quick Connect, SPST-NO 
3L12-130 130°C 08AC0806 27.54 
3L12-135 135°C 08AC0807 7.11 
3L12-220 220°C 08AC0808 4.83 
3L12-230 230°C 08AC0809 27.54 
3L12-240 240°C 08AC0810 4.83 
3L12-250 250°C 08AC0811 4.83 
3L12-260 260°C 08AC0812 27.54 
3L12-300 300°C 08AC0813 add 
3L12-301 300°C 78Y0044 27.54 
3L12-350 350°C 08AC0814 27.14 

PIM_5694446 


MINISENSE 100 VIBRATION SENSORS 


The MiniSense 100 is a low-cost cantilever-type 
vibration sensor loaded by a mass to offer high 
sensitivity at low frequencies. Pins are designed for 
easy installation and are solderable. Horizontal and 
vertical mounting options are offered. The active 
sensor area is shielded for improved RFI/EMI 
rejection. Rugged, flexible PVDF sensing element 
withstands high shock overload. Sensor has excellent 
linearity and dynamic range, and may be used for 
detecting either continuous vibration or impacts. 


Y 
% 


= TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


Price Each 
Mfg. Part No. Description Stock No. [19+ 
@ 1005939-1 Horizontal Mount 99W2098 3.10 
@ 1006015-1 Horizontal Mount, Reduced Height 08N3477 7.87 
@ 1007158-1 No Mass 03AC2034 1.89 
@ 1005940-1 Vertical Mount 24K0631 7.85 
PIM_5740170 


Embedded Design Tools 


PIM_5624814 
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VIBRATION SENSORS Hydro|Net™ Multi-Hub Adapter (CONT.) 
@ Pure mechanical vibration detector OmRON. Multi-Hub Adapter Specifications: Cable Assembly Specifications: 
© Sealed enclosure ELECTRONIC COMPONENTS @ Provides OEM's flexibility and increased reliability © NMEA2000 


when connecting multiple devices to NMEA 2000 © Coupling Nut: Thermoplastic, Nylon, UL94V-0 
Gepiin network @ Insulation Insert: Thermoplastic, Nylon, UL94V-0 
e 


pomp © Two 4 pin AT/DT interfaces easily adapts devices Contacts: Machined, Gold Flash Plating over 


© Self-resetting 
® Quick-connect terminals 


Mfg. Part No. D7E-1 and D7E-2 feature a compact seismic 


detector while Mfg. Part No. D7E-3 is a tilt sensor, and 0 field proven, sealed, and serviceable electrical Copper Alloy 
responds to the gradual tilting of 1 degree/sec. This allows connections : © Premold: Hotmelt, Black 
© Powers the NMEA network in a rugged, compact,  ® Overmold: Thermoplastic, PVC, Grey 


for quick detection of movements that could cause damage 


to equipment. Applications include industrial equipment, and environmentally sealed package © Cable: Signal - 1 Pair x 20AWG, Double Foam PE 
vending machines and any system requiring safety shutoff © Factory assembled for true Plug and Play Insulator; Power - 1 Pair x 20AWG, PVC Insulator 
capability & Nylon Coated; PVC Jacket 


during a period of vibration or tilting. SPST-NC contacts. 


@ Reduces the need to modify or assemble NMEA © Seal Material: EPDM 
connections onto cables © Electrical Ratings: 4A, 300V 
@ Allows for customized and built-to-length electrical ¢ IP Rating: IP67 
Price Each harnesses eliminating costly coils of unused cable © @ Temperature Range: -40°C to +80°C. 
Mfg. Part No. Description Stock No. 4-44 © Environmentally-sealed to IP67 rating 
@ D7E-3 Tilt Sensor 35K5678 44.17 Cable Price Each 
oneerr Length ear 
@ D7E-2 Vibration Sensor 89C4927 8.87 Mfg. Part No. imperial Stock No. 49+ 
PIM_63699 M12 Sensor Straight 5 Position Plug - Free End 
AM-NOS5P-M1 3.3 78Y0383 4.65 
PRESSURE SENSOR EVALUATION BOARD Am p h en ol AM-NOSP-M3 9.8 78Y0385 12.43 
The NPA 201-EV is a small and easy to use I2C pressure sensor evaluation Ad ds AM-NO5P-MO0.3 11.8" 78Y0382 39.69 
board measuring 0.4”x0.29” and has standard 0.1” vanced sensors AM-NO5P-M5 16.4 78Y0386 9.65 
headers for easy use witha bread board and is small urs ! AM-NOSP-M9 29 51 78Y0387 76.18 
enough to put right into an application. It is based on ANENOSP:NO0 656 AGE 
the Nova Sensor NPA 201 which comes in a HCLGA Hl is : 125.18 
led ese pe Simpea ‘ : M12 Sensor Straight 5 Position Plug - M12 Sensor Straight 5 Position Receptacle 
e -EV is utilizes a omman' vB 
12C Interface. It is already calibrated, so thereisno [ip a *sCt AM-NOSPS-M1 23 ETO390 33.76 
need for register initialization. Upon power up the [ipa lets AM-NOSPS-M3 9.8 78Y0392 74.21 
NPA-201 is ready to go as itis initialized internally. } NP A-201 ) AM-NO5PS-M0.3 11.8" 78Y0389 33.21 
AM-NO5PS-M5 16.4 78Y0393 76.93 
Price Each AM-NOS5PS-M9 29.5 78Y0394 101.06 
Mfg. Part No. Description Stock No. 1-4+ AM-NOSPS-M20 65.6 78Y0391 150.02 
NPA 201-EV Pressure Sensor Evaluation Board 7TY4762 36.42 M12 Sensor Straight 5 Position Receptacle - Free End 
PIM_5542750 AM-NO5S-M1 3.3ft 78Y0396 30.01 
—— O_O A_ =m XX _=— = wee AM-NO5S-M3 9.8ft 78Y0398 39.48 
DIGITAL COMPASS SOLUTION KITS ] T| ees = ees aah 
Pastas: oneywe AN-NO5S-M5 164ft 78Y0399 46.16 
© Compact solution : _ RoHS AM-NO5S-M9 29.5ft 78Y0400 64.09 
© Precision compass accuracy = Gee timoiat -NO5S- 65.6ft 78Y0397 
© Tilt compensated Available AM-NOSS-M20 : 8 422.17 
The Honeywell HMR3300 is a digital Price Each 
compass solution for use in precision Mfg. Part No. Type Stock No. 4-1-4+ 
heading applications. Honeywell's 7 
magnetoresistive sensor is utilized to AM-NO4PX2-HA — — —— —— 43.61 
provide the reliability and accuracy AM-NO5-TEE lulti-Hub Tee 26.43 
: these gin solid state pee eo AM-NOSP-TERM Multi-Hub Terminator Plug, Male Pin w/ LED 78Y0388 14.59 
lesigns. is compass solution ; ; 
is designed for generic precision AM-N05S-TERM Multi-Hub Terminator Plug, Female Socket w/ LED 78Y0401 14.36 
compass integration into customer PIM_5566718 


systems using a 5- voltage logic level 
serial data interface with commands in 
ASCII format. 


PRESENCE PLUS LED LINEAR ARRAY LIGHTS © 
Price Each ; 


Mfg. Part No. Description Stock No. 1-9+ } i more sensors, more solutions 
HMR3300 DEMO Demo Kit 84K2740 = + Sepeimn ' 
/ompliant 
HMR3300 DEV KIT Development Kit 14N7022 — Available 
PIM_5528077 
™ j 
Hydro|Net™ Multi-Hub Adapter Peon le AMPHENOL 


Amphenol Sine Systems, USA 
Amphenol Tuchel Electronics, GmbH 


> Features: @ 4-pin Euro pigtail QD connection; order separately 
“/ hi @ Maintenance-free LED illumination of large objects below 
“/ from away @ 24VDC voltage 
& @ Super-high intensity illumination of large areas @ Plastic window, glass window versions available, 
& Be @ |P68 rated, sealed to withstand washdown go online or call 


Multi-Hub Adapter Specifications: 
Cable Assemblies - 5 a = 
Double Ended = Sinale Ended din on [Price Each 
Mfg. Part No. Imperial Stock No. 1-2+ 
M12 Sensor Straight 4 Position Receptacle - Free End 
@ MQDC-406 6.561ft 02H6726 29.40 
®@ & M12 Sensor Straight 4 Position Receptacle - Free End, Quick Disconnect Cable, Euro 
> y @ MQDC-415 16.404ft 02H6728 32.34 
Terminator Plug - Terminator Plug - M12 Sensor Straight 4 Position Receptacle - Free End, Quick Disconnect Cable, Euro, 9m 
Male Pin Female Socket @ MQDC-430 29.527ft 02H6730 50.60 
PIM_90575 
> CONTINUED > 
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AIR QUALITY EVALUATION BOARD 


Amphenol 


SWITCHES & SENSORS 
SENSOR EVAL KIT 


10250T SERIES LEGEND PLATES AND ENCLOSURES (CONT.) 


AAS-AQS-UNO Contents: i 
© Ardui tible board with preloaded Ad dS Leo Ee 
hese enon Maar) Mfg. Part No. Height Width Depth Stock No. 1-44 
@ AAS-AQS-UNO sensor evaluation board (shield) Zinc 
© USB data line 10250TN11 4 3.88" 3" 44K1321 261.61 
@ OLED screen = = = 
© SM-PWM-01C Dust Sensor 10250TN12 5.88 3.88 3 44K1322 293.87 
AAS-AQS-UNO-RH-CO2 Contents: 10250TN13 7.75” 3.88” 3" 44K1323 408.20 
@ AAS-AQS-UNO 10250TN14 9.63” 3.88" 3” 44K1324 513.33 
@ 79602-3-D1 Humidity & Temp Sensor 
© 167136H CO2 Sensor Module PIMLA7B418 
The AAS-AQS-UNO Air Quality Evaluation Boards 
are used to evaluate the Telaire air quality sensors. They can support T9602 temperature and humidity sensors, ; 
76713 carbon dioxide sensors, SM-PWM-01C dust sensors and other sensors from the Amphenol range. The SENSOR MOUNTING BRACKETS q 
; A BANNER 
OLED display and Bluetooth output can be supported at the same time. 
These evaluation boards are designed to speed up evaluation and development of the relevant sensors. The more sensors, more solutions 
serial output can be configured to send sensor data to a PC over USB connection for recording and analysis _ =: 2 
in 3rd party software. 4 — 
Price Each ) ) . 
Mfg. Part No. Stock No. 1-244 e = | 
AAS-AQS-UNO 06AC3785 61.86 
AAS-AQS-UNO-RH-CO2 06AC3786 110.00 => x =’ ‘ 
Price Each Fig. 1 Fig. 2 Fig. 3 
Mfg. Part No. Description Stock No. ihe . 
16713-6H Gas Detection Sensor 06AC3787 = > a . 
PIM_5724527 ae |! 
\ rw 
ANALOG DEVICES - PHOTOMETRIC SENSOR ANALOG pat 
EVALUATION BOARDS DEVICES ; , Fig. 6 Fig. 7 : 
Features Fig. 5 Fig. 8 
AHEAD OF WHAT'S POSSIBLE™ Price Each 
- cena configuration Mfg. Part No. Description Stock No. 1-2+ 
e paces level @ SMB30MM Bracket, Curved Mounting Slot, 30mm 02H7581 12.65 
© Graph views @ SMBQS30Y Bracket, Heavy Duty, M18, Vertical Mount 21H8792 18.19 
ome ee @ SMBQS12PD Bracket, Nose Mount, 12mm 21H8786 10.71 
© Gesture recognition view ~ 7 
© UDP transfer capability @ SMB18SF Bracket, Plastic, Swivel, 18mm, Black 02H7580 15.68 
The ADUX1020-EVAL-SDP evaluation kit provides users with a simple means of interfacing with the ADUX1020,  -©-SMB30SC Bracket, Plastic, Swivel, 30mm, Black O2HESBzE TONGS: 
collecting data from the ADUX1020, and evaluating gesture recognition capabilities. The ADUX1020-EVAL-SDP @ SMBSSRA Bracket, Right Angle, For R55 Color Mark Sensors 21H8851 37.95 
is a kit that includes the ADUX1020-EVAL-SMALL and the ADUX1020-EVAL-MCM. @ SMB18A Bracket, Right Angle, M4 02H7579 10.71 
The evaluation kit requires the Optical Gesture Evaluation Tool, which can be downloaded from the ADUX1020- "i A 
EVAL-SDP product page, a graphical user interface (GUI) that provides user swith low level and high level @ SMBQS30L Bracket, Right Angle, MA, TiltAdjustment aansTe 12.84 
configurability, real-time data analysis, and user datagram protocol (UDP) transfer capability so the evaluation @ SMB312S Bracket, Side Mounting 02H7583 11.68 
board can easily interface to a PC. The USB port of the PC powers the ADUX1020-EVAL-SDP kit. On-board @ SMB12FA Bracket Kit, 12mm Systems for 12mm Sensors 41R0621 18.62 
voltage regulators provide voltage supplies for the ADUX1020. @ SIBI6FA Bracket Kit, 12mm Systems for 18mm Sensors 78K9532 20.33 
Price Each @ SMB30FA Bracket Kit, 12mm Systems for 30mm Sensors 78K9534 20.33 
Mfg. Part No. Stock No. roe I @ SMBLASRA Bracket Kit, For use with LAS580 and LA290 51M6549 115.56 
ADUX1020-EVAL-SDP 02AC3277 =A PIM_73586 
For Use Price Each 
Mig. Part No. Type With StockNo.| ae >~S*«QUICCK-DISCONNECT (QD) CABLE ASSEMBLIES ° 
ri © Cable: PVC Jacket, Polyurethane Connector body, Nickel-Plated Brass BANNEER. 
ADUX1020-EVALZ-LED | Daughter Board | Analog Devices | ADUX1020 | 02AC3278 = Coupling Nut 
Evaluation Boards © Conductors: 22AWG High Flex Stranded, PVC More sensors, more solutions 
PIM_5721895 Insulation, Gold-Plated Contacts 
© Temperature: -40°C - +90°C (-40°F - +194°F) 
@ Voltage Rating: 250VAC/300VDC 
Cable Price Each @ Cable: PVC Jacket, Polyurethane Connector 
Length Body, nickel-plated brass coupling nut 
Mfg. Part No. Imperial Stock No. 1-4+ © Conductors: 3 x 22AWG Gold-Plated Contacts 
A ati ~ Pigtail © Temperature: -40° C to +90° C 
M12 Sensor Right Angle 4 Position Plug - Pigtail © Voltage/Current rating: 250VACIDC, 4.0 
1200790187 6.6 35K9414 38.32 - 
. aa ren Cable Price Each 
M12 Sensor Right Angle 4 Position Receptacle - Pigtail Length rt 
1200790232 6.6 35K9384 36.63 Mfg. Part No. Imperial Stock No. 1-2+ 
M12 Sensor Right Angle 5 Position Plug - Pigtail Circular 5 Position Receptacle - Free End, Micro-Style 
1200840017 1 79K0148 30.66 @ MQVR3S-506 6.561 34K8143 56.71 
1200790239 6.6 35K9459 43.12 M12 Sensor Right Angle 3 Position Receptacle - Free End, Euro-Style 
1200790238 13.1ft 35K9460 46.26 @ MQDC-306RA 6.561 21H2262 34.24 
M12 Sensor Straight 4 Position Plug - Pigtail @ MQDC-315RA 16.4041 21H2264 34.30 
1200840008 1 79K0140 26.71 M12 Sensor Right Angle 4 Position Receptacle - Free End, Euro-Style 
1200790107 6.6 35K9399 38.32 @ MQDC-406RA 6.561 02H6727 29.40 
M12 Sensor Straight 4 Position Receptacle - Pigtail @ MQDC-415RA 16.404 02H6729 32.34 
1200840007 1 79K0139 30.65 @ MQDC-430RA 29.5271 02H6731 50.60 
1200790164 6.6 35K9369 39.47 M12 Sensor Right Angle 5 Position Receptacle - Free End, Euro-Style 
M12 Sensor Straight 5 Position Receptacle - Pigtail @ MQDC1-506RA 6.561 21H2289 31.36 
1200840016 1 79K0147 37.41 @ MQDC1-515RA 16.404 21H2291 36.01 
1200790109 6.6 35K9429 43.12 @ MQDC1-530RA 29.5271 21H2293 58.85 
PIM_5575141 M12 Sensor Straight 3 Position Receptacle - Free End, Euro-Style 
@ MQDC-306 6.561 21H2261 31.36 
10250T SERIES LEGEND PLATES AND ENCLOSURES E T of SMCDC a5 _—_ = 16.404 21H2263 37.45 
Eaton's 10250T series deep cover enclosures feature zinc die cast construction. The al M12 Sensor Straight 4 Position Receptacle - Free End 
legend plates listed below are sized for all stadard commercial enclosures and Eaton’s @ MQDC-406 6.561 02H6726 29.40 
Cutler-Hammer cast enclosures. NEMA 4, 4X, 12, 13 
> CONTINUED > > CONTINUED > 
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QUICK-DISCONNECT (QD) CABLE ASSEMBLIES (CONT.) 


Cable Price Each 
Length 
Mfg. Part No. Imperial Stock No. 1-2+ 


M12 Sensor Straight 4 Position Receptacle - Free End, Quick Disconnect Cable, Euro 
@ MQDC-415 16.404ft 02H6728 32.34 
M12 Sensor Straight 4 Position Receptacle - Free End, Quick Disconnect Cable, Euro, 9m 


@ MQDC-430 29.527ft 02H6730 50.60 
M12 Sensor Straight 5 Position Receptacle - Free End, Euro-Style 
@ MQDC1-506 6.561ft 21H2288 31.36 
@ MQDC1-515 16.404 ft 21H2290 36.01 
@ MQDC1-530 29.527ft 21H2292 53.52 
PIM_73584 
RETROREFLECTIVE TARGETS Q 
BANNEENR 
more sensors, more solutions 


RoHS — 
Compliant 
Available 


High-quality acrylic targets, high-temperature targets, and adhesive-backed retro tapes. 


Price Each 
Mfg. Part No. Color Length Width Stock No. 1-2+ 
Reflective 
@ BRT-THG-1-100 Grey 8.2ft af 02H6396 36.98 
@ BRT-THG-2-100 Grey 8.2ft 1.97" 20H2785 70.01 
@ BRT-THG-3-100 Grey 8.2ft 2.95" 20H2789 108.37 
Price Each 
Mfg. Part No. Description Stock No.|  1-1-2+ 
@ BRT-1 1” Round Retroreflective Target, Reflectivity Factor 1, Max Temp | 02H6397 8.76 
65°C/120°F 
@ BRT-32X20AM | 20x32mm Rectangular Retroreflective Target, Reflectivity Factor | 20H2814 | 10.71 
1.2, 65°C/150°F 
@ BRT-2X2 2x2” Square Retroreflectivity Target, Reflectivity Factor 1, Max | 02H6398 11.68 
Temp 50°C/120°F 
@ BRT-3 3” Round Retroreflective Target, Reflectivity Factor 1, Max Temp | 02H6399 11.68 
65°C/150°F 
@ BRT-40X20AM | 40x20mm Rectangular Retroreflective Target, Reflectivity Factor | 20H2822 13.63 
1.2, Max Temp 50°C/120°F 
@ BRT-51X51BM | 51x51mm Square Retroreflective Target, Reflectivity Factor 1.5, | 98H5288 23.52 
Max Temp 50°C/122°F 
@ BRT-84 84mm Round Retroreflective Target, Reflectivity Factor 1.4, Max | 20H2844 11.68 
Temp 65°F/150°F 
@ BRT-92X92C | 92x92mm Square Retroreflective Target, Reflectivity Factor 3,} 20H2845 | 27.44 
Max Temp 50°C/120°F 
PIM_73583 
CIRCUIT BOARD THERMOCOUPLE CONNECTORS MW NEWPORT’ 


© Attaches directly to circuit board 

© Perfect for handheld thermometers 

@ J, K, Tand E calibrations 

© Optional retainer clip for transistor providing cold 
junction compensation 

© Accepts either standard or miniature size male 
connectors 


Thermocouple 
Mfg. Part No. Type Stock No. 1+ 
Socket 
PCC-SMP-J/N J 01H0904 = 
PCC-SMP-K/N K 01H0905 = 
PCC-SMP-T/N T 01H0906 eee 
PIM_73334 
THERMOCOUPLE CONNECTORS WNEwport: 
oe BE % o@ 
; ce , 
SMPW | } 
OsTW HMPW HSTW 


@ Type SMPW connector has miniature flat pins. 
Rated to 220°C (425 °F ) 


@ Type HMPW connector has miniature flat pins, 
high temp Rated 260°C (500F) 

@ Type OSTW connector has standard size round © Type HSTW connector has standard size round 
pins. Rated to 220°C (425 °F ) pins, high temp Rated 260°C (500F) 

Color coded, glass-filled nylon shell connectors used for accurate thermocouple connections. Available in types 

J (iron-constantan), K (chromel-alumel) and T (copper-constantan). Types E,R,S,G,C,D,U and N are available 


> CONTINUED > 
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THERMOCOUPLE CONNECTORS (CONT.) 


upon request; go online or call. 


Thermocouple Price Each 
Mfg. Part No. Type Stock No. 1+ 
Plug 
SMPW-J-M/N J 2005613 = 
OSTW-J-M/N J 19C9787 — 
SMPW-K-M/N K 50B5932 
OSTW-K-M/N K 0834424 -—- 
HSTW-K-M/N K 7209334 -—- 
SMPW-CC-K-M/N K 3979954 — 
OSTW-T-MIN T 53K6283 ee 
Socket 
SMPW-J-F/N J 2003726 = 
OSTW-J-F/N J 73P7373 — 
SMPW-K-F/N K 93B0462 = 
HMPW-K-F/N K 8901914 — 
OSTW-K-F/N K 91B2051 — 
HSTW-K-F/N K 88M3224 a 
SMPW-CC-K-F/N K 3979953 = 
SMPW-T-F/N T 05C3547 a 
OSTW-T-F/N T 53K6290 = 
PIM_6614 
MINIATURE WIRELESS THERMOCOUPLE WW NEWPORT’ 
CONNECTORS 
RoHS 
Geena 
Available 
Features: © RF power output: less than 5mW (7dBm) 
© K, J, or T thermocouple calibrations (factory set) @ Range of RF link: 
© Built-in cold junction compensation and © Outdoor line of sight: 90m (300’) 
linearization ®@ Indoor/urban: 39m (130’) 
@ Logging/transmit time interval: 2 sec. to2 minutes | @ One-year manufacturer's warranty 


@ Radio frequency: ISM 915MHz for USA/Canada @ CE compliant 

MWTC series wireless Smart thermocouple connector/tranmitters can transmit and/or record temperature data 
back to a mating wireless receiver, ordered separately below, up to 90m (300’) away or download stored data 
to a PC via the USB connection. During the initial set-up, the thermocouple connector can be set to transmit, 
transmit and record, or record only at a pre-set time interval. The recording can begin either at power-up, or 
at a pre-set time and date. Multiple wireless connectors (up to 48 channels) can transmit process and ambient 
temperatures, and battery information wirelessly to one mfg. part no. MWTC-RECx-915 receiver; ordered 
separately below . The user can record either 65400 process temperature data points, or 32700 process and 
ambient temperature data points. Wireless thermocouple connector/transmitters come complete with 1m (40") 
thermocouple sensor, USB cable, mounting bracket, and one AAA size 1.5V lithium battery. 


Thermocouple Price Each 
Mfg. Part No. Type Stock No. i+ 
Thermocouple Connectors with Datalogger 

MWTC-D-J-915/N J 29X6371 = 
MWTC-D-K-915/N K 04X9772 = 
MWTC-D-T-915/N T 29X6373 = 

Price Each 

Mfg. Part No. Description StockNo.| 1+ 
MWTC-REC5-915/N | Wireless Receiver, 48 Channel, Direct USB Attachment | 29X6375 = 
MWTC-REC1-915/N Wireless Receiver, 48 Channel, USB Cable 29X6374 SS 
PIM_211861 


Cut costs, not corners with 


Board & Box Components 
newark.com/multicomp 


multicomp 


PIM_5624842 
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TYPES RSJ AND RMJ SARE ADE WX NEWPORT’ 
ROUND-HOLE PANEL JACKS USA 
RoHS 
> Compliant 
7 eB orn 
4 dots a a rn | 
RSJ-K-RIN at [ I, A 
— 
RSJ-T-S/N RMJ-U-R/N 
Features: @ Thermocouple-grade alloy formed contacts 


© Type RSJ standard size accepts all industry 
standard size connectors 

© Type RMJ miniature size accepts all industry 
miniature size connectors 


preserve accuracy of circuit even in changing 
ambient temperatures 

@ Polarity keyed 

© Color-coded 

@ Front mount hardware and dust cap included; 
order an extra supply separately below 

@ Easy to install -- no special tools needed 


© Mounts in round or “D” punch holes 
© Choice of round or square bezel 
@ Heavy-duty glass-filled nylon, rated to 220°C 


(425°F) © Ideal for single circuit applications 
Thermocouple Price Each 
Mfg. Part No. Type Stock No. 1+ 
Socket, Round, Miniature 
RMJ-J-R/N J 50B5928 
RMJ-K-R/N K 29C5176 
RMJ-T-R/N T 98B9549 
Socket, Round, Standard 
@ RSJ-J-R/N J 04X9776 
RSJ-K-R/N K 31K8608 
@ RSJ-T-RIN dl 04X9777 om 
Socket, Square, Standard 
RSJ-J-S/N J 9105529 
RSJ-K-S/N K 94B4475 
@ RSJ-T-S/N T 04X9778 
@ RSJ-U-S/N U 04X9779 
Price per 
Pkg. 
Mfg. Part No. Description Stock No. aa 
@ MPJ-CAP-12 Dust Cap 08R4659 cs 
MH-RMJ-5/N Mounting Nuts, Miniature 8307853 3.61 
MH-RSJ-5/N Mounting Nuts, Standard 83H2755 
PIM_211639 


MPJ MINIATURE AND SPJ STANDARD PANEL JACKS NEWPORT’ 

© No installation tools needed ee 

© Accept Newport as well as all industry themocou- 
ple connectors Pr 

© Rated up to 220°C (425°F) 

© Color-coded 

@ Free ID number labels and dust caps 

The MPJ Miniature Panel Jack requires less than 

half of the panel area required by the standard size 

version. A simple push-on clip is all that is required 

to retain the connector in a rectangular cutout, or the 


optional MSS snap strip can be used to mount a row. Angled terminal screws allow wiring to be done after panel 
assembly. Mounting hardware has been eliminated in the SPJ-style panel jack by including retaining spring 
clips as part of the body design. A small tab and notch are provided to maintain straight, even rows without the 
need for precision matching. SPJ color-coded nylon connectors accept any standard size male thermocouple 
connector and are available in all ANSI calibrations as well as tungsten alloys 
Thermocouple Price Each 
Mfg. Part No. Type Stock No. 1+ 

Socket 
@ MPJ-E-F E 05R5248 4.26 

MPJ-J-F/N J 07C7674 

MPJ-K-F/N K 50B5904 

MPJ-T-F/N T 07C7675 
PIM_147106 


New Products ZAtle(ctempEtIy 
See the newest Technologies and Cs a wa 
Suppliers at: \ > Se 


newark.com/new-products 


PIM_5624846 
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Finding Every Part You Need is 


Easier than Ever! 


See Our Enhanced Features at 


newark.com 


NEW! Header & Navigation 


Improved header provides easy access to 
search, shopping cart and account info. 
Redesigned navigation groups products 
into convenient categories. 


UPDATED! Search 


New algorithms and search results design 
get you to the right products faster. 


Improved Product Pages 


Redesigned product pages feature key 
information like availability and price. 
New "find similar products" helps you 
find the products you need. 
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ANALOG 


CENTURY PANEL METERS CENTURY PANEL METERS (CONT.) 
Price Each 
- wa Fi 4 Mfg. Part No. Range Stock No. 1+ 
a eb . Al DC Voltage, 3.5” 
< ‘AC. AMPERES 17530 OVto30V 55F5370 139.35 
“ 17531 OVto50V 55F5371 139.35 
17533 OVto150V 55F5373 139.35 


PIM_2405 


ROUND AND RECTANGULAR PANEL METERS 

Attractive, easy-to-read meters in black plastic case with glass window. All models shown have black knife- 4 
edge pointer and +2% accuracy. UL recognized. Many other ranges available; go online or call. Order external 

shunts separately. 


Price Each 
Mfg. Part No. Range Stock No. 1+ 
AC Current, 2.5” 

17668 OAto5A 55F5275 131.89 
17669 OAto10A 55F5276 131.36 
17670 OAto15A 55F5277 131.53 29, 59 and 79 
17671 OAtO25A 55F5278 135.01 epanaoe hala 

Popular replacement meters feature black plastic case, glass window, and black spade pointer. Accuracy for 
17673 OAtoSOA 55F5280 135.01 all models shown: +2% f.s. UL recognized (except wattmeters). Other ranges available;go online or call. Order 

AC Current, 3.5” external shunts and current transformers separately online or call. 

17699 OAto5A 55F5284 138.55 Price Each 
17700 OAto10A 55F5285 138.02 Mfg. Part No. Range Stock No. 1+ 
17701 OAto15A 55F5286 138.15 AC Current, Type 55, 3.5” 

17702 OAto25A 55F5287 141.68 00990 OAto5A 55F1088 137.34 
17704 OAto50A 55F5288 141.68 01001 OAto10A 55F1089 137.75 

AC Current, 4.5” 01010 OAto15A 55F1119 137.93 
17744 OAto5A 55F5291 148.58 01020 OAto25A 55F1090 141.83 
17745 OAto10A 55F5292 148.05 01040 OAto50A 55F1091 141.82 
17749 OAto50A 55F5295 151.69 01060 OAto100A 55F1121 1SeS5 

AC Voltage, 3.5” AC Current, Type 57, 3.5” 

17731 OVto150V 55F5387 150.50 01170 OAto10A 55F134 138.03 
17732 OVto250V 55F5388 149.90 01180 OAto15A 55F156 138.21 
17733 OVto300V 55F5389 149.98 01190 OAto25A 55F135 142.11 

AC Voltage, 4.5” 01210 OAto50A 55F136 142.10 
17776 OVto150V 55F5392 163.51 AC Current, Type 59, 4.5” 

DC Current, 2.5” 01320 OAto3A 55F194 138.92 
17418 OuAtoS0uA 55F5300 162.50 01330 OAto5A 55F195 145.28 
17420 OuAto100NA 55F5301 148.61 01340 OAto10A 55F196 145.69 
17403 OAto3A 55F5252 137.70 01350 OAto15A 55F282 146.27 
17404 OAto5A 55F5253 137.70 01360 OAto25A 55F197 149.78 
17405 OAto10A 55F5254 137.71 01380 OAto50A 55F219 149.77 
17406 OAto15A 55F5255 137.71 01400 OAto100A 55F284 445.30 
17407 OAto25A 55F5256 137.71 AC Voltage, Type 55, 3.5” 

17409 OAto50A 55F5257 137.91 08420 OVto10V 55F1067 138.41 
17438 OmAto100mA 55F5337 137.63 08450 OVto50V 55F1069 139.56 
DC Current, 3.5” 08470 OVto150V 55F1071 150.07 
7 17501 OuAto100NA 55F5311 152.39 08490 OVto300V 55F1072 149.83 
17503 OyAto200NA 55F5313 141.45 AC Voltage, Type 57, 3.5” 
17478 OAto3A 55F5259 138.12 08700 OVto1KV 55F275 207.64 
17479 OAto5A 55F5260 138.12 08630 OVto150V 55F115 443.82 
17482 OAto25A 55F5263 144.13 08650 OVto250V 55F273 143.34 
17485 OAto100A 55F5265 138.00 08660 OVto300V 62F3291 143.34 
17512 OmAto5mA 55F5342 132.43 AC Voltage, Type 59, 4.5” 
17516 OmAto25mA 55F5344 138.07 08790 OVto150V 55F181 154.02 
17523 OmAto500mA 55F5349 144.14 08800 OVto250V 62F3296 153.54 
17506 25yAtoOUAto25yA 55F5315 166.80 08810 OVto300V 55F191 153.54 

DC Current, 4.5” 08820 OVto500V 55F192 200.89 
17589 OuAtoS0uA 55F5322 179.02 DC Current, Type 25, 3.5” 

17591 QuAto100NA 55F5324 169.87 03760 OuAto50uA 55F1031 164.30 
17574 OAto50A 55F5272 150.15 00040 OAto3A 55F1057 137.53 

DC Voltage, 1.5” 00080 OAto25A 55F1060 143.57 
17843 OVto15V 55F5412 148.27 00140 OAto200A 62F3268 137.40 
17845 OVto30V 55F5413 148.27 00210 30Ato0Ato30A 55F1062 143.06 

DC Voltage, 2.5” DC Current, Type 27, 3.5” 

17445 OVto5V 55F5357 138.29 03860 OuAto50uA 55F071 164.41 
17446 OVto10V 55F5358 138.37 03870 QuAto100uA 55F072 151.94 
17447 OVto15V 55F5359 138.18 00280 OAto10A 55F064 137.68 
17448 OVto25V 55F5360 138.16 00310 OAto30A 55F4828 137.68 
17450 OVto50V 55F5362 138.16 DC Current, Type 29, 4.5” 

17451 OVto100V 55F5363 138.16 03960 OuAto50uA 55F176 eo) 
17452 OVto150V 55F5364 138.16 00470 OAto2A 55F259 148.70 

DC Voltage, 3.5” 00480 OAto3A 55F260 zs 
17527 OVto10V 98F6026 139.43 00490 OAto5A 55F210 148.72 
17528 OVto15V 55F5368 139.36 00540 OAto50A 55F212 148.70 

> CONTINUED > > CONTINUED > 


1128 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


PANEL INSTRUMENTATION 


ANALOG 


ROUND AND RECTANGULAR PANEL METERS (CONT.) WIDE-VUE PANEL METERS (CONT.) 
Price Each Price Each 
Mfg. Part No. Range Stock No. i+ Mfg. Part No. Range Stock No. i+ 
DC Current, Type 29, 4.5” AC Current, Model 1359, 4.5” 
00600 OAto300A 62F3279 148.60 03260 OAto1A 55F1587 138.57 
00610 OAto500A 62F3280 148.60 03280 OAto2A 55F2596 138.90 
DC Voltage, Type 25, 3.5” 03290 OAto3A 55F2597 138.58 
07130 OVto3V 55F1112 138.83 03300 OAto5A 55F1588 138.62 
07140 OVto50V §5F1015 138.83 03310 OAto10A 55F1589 145.33 
07150 OVto100V 62F3253 138.83 03320 OAto15A 55F1590 145.87 
07180 OVto250V 55F1018 138.83 35078 OAto25A 48F5571 144.94 
DC Voltage, Type 27, 3.5” 03330 OAto25A 55F1591 149.42 
07310 OVto5V 55F039 138.95 03340 OAto50A 55F1592 149.41 
07360 OVto25V 55F038 138.95 35080 OAto75A 48F5573 144.94 
07380 OVto50V 55F043 138.95 03350 OAto100A 55F2598 144.94 
07410 OVt0150V 55F045 138.95 03370 OAto200A 55F2600 144.94 
DC Voltage, Type 29, 4.5” AC Voltage, Model 1257, 2.5” 
07820 OkVto3kV 55F255 196.18 09670 OVto10V 55F1534 134.69 
07670 OVto15V 55F251 150.04 09700 OVto150V 55F1535 141.50 
07690 OVto30V 55F145 150.23 09710 OVto300V 55F1536 141.00 
07700 OVto50V 55F183 150.18 AC Voltage, Model 1357, 3.5” 
07710 OVto100V 55F252 = 10200 OVto50V 55F2527 139.74 
07720 OVto150V 55F170 150.18 10220 OVto150V 55F1585 144.88 
07750 OVto300V 55F184 150.19 10240 OVto300V 55F1586 144.40 
Power 10250 OVto500V 55F2530 188.27 
10770 OkWto1.5kW 55F236 525.60 AC Voltage, Model 1359, 4.5” 
10780 OkWto3kW 55F1140 526.05 10300 OVto50V 55F2534 153.03 
10720 OWto75W 55F232 701.24 10320 OVto150V 55F1635 153.69 
10730 OWto150W 55F233 527.01 10340 OVto300V 55F1636 153.21 
10740 OWto300W 55F234 25105) 10350 OVto500V 55F2537 200.94 
10760 OWto750W 55F235 525.60 DC Current, Model 1212, 1.5” 
PIM_2393 04294 OuAtoSOuA 55F473 185.76 
04295 OuAto100uA 55F474 149.77 
WIDE-VUE PANEL METERS meas) unl lead aon 
4 ° 02432 OAto2A 55F448 145.69 
Mp, 02433 OAto3A 55F449 145.13 
ny . 02434 OATOBA 55F466 145.13 
A 06163 OmAto1mA 55F481 168.66 
06164 OmAto5mA 55F482 137.54 
06165 OmAto10mA 55F483 137.57 
06167 OmAto25mA 55F485 145.33 
06168 OmAto50mA 55F486 145.01 
06169 OmAto100mA 55F487 145.04 
Black plastic case with clear acrylic window for wide-angle visibility. 1-1/2” models have black knife-edge pointer; bel Dmoeoomés ponaby ee 
2-1/2”, 3-1/2", 4-1/2" models have black spade pointer. Accuracy for all models show: +2% f.s. Other ranges 06173 OmAto300mA 55F491 144.98 
available; go online or call. For Wide-Vue bezel kits, external shunts and current transformers, go online or call. 06174 OmAto500mA 55F492 144.98 
Price Each 04298 25yAtoOyAto25yA 55F477 161.33 
Mfg. Part No. Range Stock No. 1+ 04302 S0UAtoOWAtoSOUA 55F478 150.98 
AC Current, Model 1257, 2.5” 04300 100yAto0pAto100NA 55F479 139.04 
02580 OAtoSA 55F2582 131.03 DC Current, Model 1227, 2.5” 
02590 OAto10A 55F2583 131.23 04310 OUAto50yA 55F1529 162.03 
02599 OAto15A 55F2584 131.27 04320 QuAto100uA 55F1530 147.90 
02609 OAto25A 55F2585 135.22 04330 QyAto200yA 55F1531 164.88 
02619 OAto50A 55F2586 135.13 02440 OAto1A 55F1172 131.86 
06300 OmAtoS00mA 55F2538 130.80 Too S™*~«dYS:C“‘é AACR | 1818 
AC Current, Model 1357, 3.5” 02480 OAto5A 55F1512 137.72 
03130 OAto1A 55F1537 131.49 02490 OAto10A 55F1513 131.98 
03150 OAto2A 55F2589 131.82 02500 OAto15A 55F1176 137.72 
03170 OAto5A 55F1538 131.58 02510 OAto25A 55F1177 137.69 
03180 OAto10A 55F1539 137.93 02530 OAto50A 55F1178 137.69 
35073 OAto10A 48F5566 131.56 02540 OAto100A 55F1179 131.40 
03190 OAto15A 55F1540 138.49 06175 OmAto1mA 55F1517 131.01 
35074 OAto25A 48F5567 131.56 06180 OmAto3mA 55F1198 131.02 
03200 OAto25A 55F1541 142.02 06190 OmAto5mA 55F1518 130.99 
35075 OAto50A 48F5568 131.56 06200 OmAto10mA 55F1519 136.86 
03210 OAto50A 55F1542 142.01 06220 OmAto25mA 55F1520 137.62 
35076 OAto75A 48F5569 131.56 06230 OmAto50mA 55F1521 137.62 
03215 OAtO75A 55F 1008 157.68 06260. ~*«:| ~~ OmAto200mA_—=*é‘S~##*«SSRtS24~=~=«| «437.69 
03240 OAto200A 55F2593 131.56 06270 OmAto250mA 55F2500 137.69 
03250 OAto300A 55F2594 137.54 06290 OmAto500mA 55F1527 137.76 
06630 OmAto50mA 55F2539 131.58 04350 S50uAto0WAto50yNA 55F1533 149.40 
06640 OmAto100mA 55F2540 132.68 04351 100HAto0HAto100uA 55F4850 137.74 
06650 OmAto250mA 55F2541 131.48 DC Current, Model 1227T, 2.5” 
04306 OuAto25yA 55F2225 207.45 
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ANALOG 


WIDE-VUE PANEL METERS (CONT.) WIDE-VUE PANEL METERS (CONT.) 
Price Each Price Each 
Mfg. Part No. Range Stock No. 1+ Mfg. Part No. Range Stock No. 1+ 
DC Current, Model 1327, 3.5” DC Voltage, Model 1327, 3.5” 
04371 OuAto25yA 55F2230 216.94 09800 OVto150V 55F1556 139.36 
04380 OpAtosOuA 55F1579 164.84 09810 OVto200V 55F1148 169.44 
04390 OYAto100HA 55F1580 152.36 09840 OVto500V 55F1558 146.08 
02650 OAto1.54 55F1181 144.48 DC Voltage, Model 1329, 4.5” 
02660 OAto2A 55F1560 144.60 09890 OVto10V 55F1600 149.80 
02670 OAto3A 55F1561 144.59 09900 OVto15V 55F1601 149.60 
02680 OAto5A 55F1562 144.61 09910 OVto25V 55F1602 149.57 
02690 OAto10A 55F1563 144.60 09920 OVto30V 55F1603 149.57 
02700 OAto15A 55F1564 144.60 09930 OVto50V 55F1604 147.30 
02720 OAto30A 55F1182 144.60 09950 OVto150V 55F1606 149.57 
02730 OAto50A 55F1566 144.60 PIM_2417 
02740 OAto100A 55F1183 144.47 _— 
are —_ lll 144.47 TOTALIZING COUNTERS AND ELAPSED TIME cA 
06310 OmAto1mA 55F1567 138.62 INDICATORS WY CROUZET 
06320 OmAto3mA 55F2501 132.84 
06350 OmAto15mA 55F2502 138.82 @) 
06360 OmAto20mA 55F2503 138.82 
06370 OmAto25mA 55F1570 144.57 
06380 OmAto50mA 55F1571 144.57 
06390 OmAto100mA 55F 1572 144.57 siecae a : tae ; 
e e ithi 
ee Steak a a e Retiole of Rott-parel eset (can be disabled) e Peewee eal a front panel 
: The 87622 Series has built-in modules to accept voltage inputs. 
04440 100NAto0YAto100NA 55F2513 142.44 7 
DC Current, Model 13277, 3.5” No. of Supply oan 
2 2 Mfg. Part No. Digits Voltage Stock No. 1-9+ 
04359 QHATOTONA pab2a28 246.90 99792810 7 4.5VDC-35VDC 55W2167 55.40 
DC Current, Model 1329, 4.5” Solid State Input NPN 
04480 OUAto50HA eobbz 1Af00) 87622162 8 T0V-260V 2279812 105.46 
04490 OpAto100yA 55F1630 167.80 paia 
04500 QuAto200uA 55F1631 152.57 = 
02830 OAto1.5A 55F1191 148.43 
ae SAGEA eeEIGi2 j4as5 _- TOTALIZERS, COUNT CONTROLS, TIMERS, DIGITAL E-TeN 
S80 oor apse ~S~PANEL METERS & PRESET COUNTERS = 
02880 OAtOTSA SF 1614 174.85 Gee tinpian 
02890 OAto25A 55F1615 148.59 Avaliable 
02900 OAto30A 55F1192 148.54 
02920 OAto100A 55F1193 148.42 YaYava 
02940 OAto200A 55F1195 148.42 E5-024-C / E5-224-C 
02950 OAto300A 55F1196 148.42 save E5-648-C 
02960 QAto500A pomtiyy 147.92 E5-024-C series display counters are battery powered and are controlled by contact or voltage pulses. They 
06470 OmAto1mA 55F1617 142.13 may be used in various applications, like totalizing, parts counting, position acquisition, differential counting, 
06524 OmAto20mA 55F2508 142.34 etc. In addition, the various models with specific input types may be extended using control inputs to select 
operating modes. E5-148-C series count control counters that provide output signal(s) at preset count value(s). 
06550 OmAto100mA 55F1622 147.80 Typical applications include cut-to-length, batching, filling, mixing and dispensing. E5-024-C series timers have 
06570 OmAto200mA 55F1624 148.90 anon-replaceable battery (min. 8-yr. life) and include a manual or electricall reset. E5-324-E series digital panel 
06600 OmAto500mA 55F1627 147.87 meters allows for programmable scaling of inputs, has input for Display-Hold and is run with 24VDC power. 
E5-648-C series preset counters have a two-line LCD with optional two-color display, are programmable as 
04530 SOAtOOHAtoSOHA 55F1633 169.36 impulse counters, frequency meters or time meters with sign and zero blanking, have a batch mode and add/ 
DC Current, Model 1329T, 4.5” subtract/ratio functions. 
04491 QuAto100yA 55F2237 180.25 No. of Supply Price Each 
DC Voltage, Model 1212, 1.5” Mfg. Part No. Digits Voltage Stock No. 1-4+ 
09540 OVto5V 55F436 141.38 Digital Panel Meter 
@ 09541 OVto10V 55F437 141.48 @ E5-324-E0402 5 10VDC-30VDC 1371660 313.26 
09542 OVto15V 55F438 141.38 Preset Counter (2 Presets) 
09543 OVto25V 55F439 141.34 @ E5-648-C2422 6 10VDC-30VDC 1272477 523.42 
09544 OVto30V 55F440 141.40 @ E5-648-C2421 6 90VAC-260VAC 90R7450 524.57 
09545 OVto50V 55F441 141.36 Preset Counter (4 Presets) 
09546 OVto100V 55F442 141.35 @ E5-648-C4462 6 10VDC-30VDC 1371665 615.78 
09547 OVto150V 55F443 141.36 @ E5-648-C4461 6 90VAC-260VAC 1371664 423.05 
DC Voltage, Model 1227, 2.5” Totalizer 
09560 OVto10V 55F1500 137.97 @ E5-024-C0400 8 4VDC-30VDC. 53M4776 107.78 
09570 OVto15V 55F1501 137.73 Totalizer (Count Up/Down) 
09580 OVto25V 55F1502 137.74 @ E5-024-C0410 8 4VDC-30VDC 1371658 144.08 
09590 OVto30V 55F1503 137.74 Price Each 
09600 OVtoS0V 55F1504 137.74 Mfg. Part No. Description Stock No. 1-1-4+ 
09610 OVto100V 55F1505 137.74 @ E5-224-C0440 Timer, Hours/Minutes, 04P1831 99.72 
09620 OVto1 SOV 55F1506 137.74 @ E5-224-C0450 Timer, Minutes/Seconds 73R4520 04.84 
DC Voltage, Model 1327, 3.5” @ E5-224-C0458 Timer, Minutes/Seconds, High Voltage 34P0439 146.70 
09720 OVto5V 55F1146 139.33 PIM 6627 
09740 OVto10V 55F1550 139.56 
09750 OVto15V 55F1551 139.37 
09770 OVto30V 55F1553 139.36 
09780 OVto50V 55F1554 139.30 
09790 OVto100V 55F1555 139.83 
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COURIER SERIES BATTERY POWERED LCD TOTALIZERS Te MULTIFUNCTION DIGITAL COUNTER (CONT.) 
& RATEMETERS ma Price Each 
No. of Supply 
Electronic totalizers, add/subtract counters, and fats tas Mfg. Part No. Digits Voltage Stock No. 1+ 
ratemeters feature high-contrast LCD display with Awaiabie 7 
large 0.43” (10) high digits for easy readability and Screw Terminals 
rear screw mount terminals. 36x72mm DIN size @ H7CX-A4-N AC100-240 4 100VAC-240VAC 34R2177 442.50 
ase, 02H x COTW (86: x 67). panel curout — _— @ H7CX-A-N AC100-240 6 100VAC-240VAC | 34R2178 | 375.63 
Programmable independent scaling and remote 5 5 
reset. Powered by replaceable 3V lithium battery. Screw Terminals, 2 Stage Setting 
NEMA 4X rating. @ H7CX-A4W-N AC100-240 4 100VAC-240VAC 72R9470 541.64 
Bam ane @ H7CX-AWD1-N DC12-24/AC24 6 12V-24V 72R9456 323.34 
No. of Supply Price Each @ H7CX-AWSD-N DC12-24 6 12VDC-24VDC 72R9458 486.02 
Mfg. Part No. Digits Voltage STOCKING! deh: @ H7CX-AW-N AC100-240 6 100VAC-240VAC 70R1570 | 488.59 
Ratemeter RIERA 
tice Eac! 
@ 53300404 4 3V 89M5407 = [veo 
Totalizer, High Speed Mfg. Part No. Description Stock No. 1-1-9+ 
Peer gh oP 5 y Se © PFP-M Din Rail End Plate 36K3451 1.32 
Totalizer, Quadrature OY92F-30 | Flush Mounting Adapter [8820300 | i208 
e ennai 8 BV 89M5406 @ PFP-50N Mounting Track, 0.5m x 7.3mm 93B2043 12.12 
Totalizeri Rateiieten with Backliant — @ PFP-100N2 Mounting Track, 1m x 16mm 34K8630 29.00 
© 53302405 : ; BV 5OF1264 @ PFP-100N Mounting Track, 1m x 7.3mm 17M7511 12.92 
rr @ P2CF-11 Socket 85F300 16.34 
= @ P2CF-11-E Socket, 11 Pin 98B1828 27.15 
@ P3GA-11 Socket, Back Connecting, 11 Pin 88K1976 35.11 
COMPACT COUNTI/TIME/RPM TOTALIZERS om RON © Y92A-48F1 Soft Cover 9089875 22.06 
AUTOMATION & SAFETY @ PFP-S Spacer 17M7510 Ors 
RoHS @ Y92S-29 Waterproof Packing 88K1287 13.10 
Gee sinpiat 
Available PIM_73802 
WG 
Counters 
No. of Supply Price Each 
ee TEC Beet Mfg. Part No. Digits Voltage Stock No. 1+ 
H7 series digital compact totalizers offer up, up/down, cumulative count, time, and rpm functions in self-powered Green Display 
(replaceable battery) or 100-240VDC supply voltage modes. Feature large easy-to-read displays, selectable @ CUB7CCGO 8 28VDC 63R2604 —- 
input range and speeds. Color: black. Front meets NEMA enclosure type 4 and IEC enclosure IPC66. All @ CUB7CVGO 8 50V-250V 63R2607 = 
feature screw terminals for quick installation and a variety of inputs. UL recognized, CSA certified, CE compliant. Red Display 
secnan ed ae GaN ee @ CUB7CCRO 8 28VDC 63R2605 114.60 
ig. Part No. igits oltage tock No. i @ CUB7CVRO 8 50V-250V 63R2608 116.14 
Tachometer, PNP/NPN DC Voltage Input Reflective Display 
-NV1- 5 24VDC 08H0619 ! 
a oe PPAR DC Voltage Input, with Backlight = 2 cUBICCSS ; oa | es an 
‘achometer, oltage Input, with Backlig 
@ CUB7CVSO 8 50V-250V 63R2609 c 
@ H7ER-NV1-BH 5 24VDC 8107942 188.14 Siar DAES 
Time Counter, No Voltage Input ~ 
@ H7ET-N-B 7 24VDC 88K1111 152.36 
Time Counter, PNPINPN DC Voltage Input DITAK 8 - ADJUSTABLE TIMEBASE 5-DIGIT RATE e), 
@ H7ET-NV-B is 24VDC 88K1953 149.35 INDICATORS > - 4 red | n 
Time Counter, PNP/NPN DC Voltage Input, with Backlight 
@ H7ET-NV-BH cp 24VDC 95B4029 168.95 
Total Counter, AC/DC Multi Voltage Input Geeiinpian 
@ H7EC-NFV-B 8 24V-240V 93K7587 152.37 ene 
Total Counter, No Voltage Input C € 
errEC NS 8 ~ 487609 109.87 @ Adjustable timebase from 4 msec to 32 sec © Accepts magnetic or logic type signal inputs 
Total Counter, PNP/NPN DC Voltage Input © Internal lithium battery provides over 7 years of © Wire connections made via screw clamp type 
@ H7EC-NV-B 8 is 94B2566 146.45 continuous operation terminals 
Total Counter, PNP/NPN DC Voltage Input, with Backlight @ NEMA 4X/IP65 sealed front panel bezel 
Self-powered rate indicators that feature selectable timebase increments by setting the appropriate DIP 
@ H7EC-NV-BH 8 24VDC 88K1951 146.45 switches on the rear of the unit. 5-digit LCD display with 0.6” high digits. Displays are available in positive 
PIM_51871 image reflective (black digits, reflective background) or negative image transmissive (illuminated digits, dark 
background). Backlight versions require power from an external 9-28VDC power supply. CE compliant. Yellow/ 
Green backlight available; go online or call. 
MULTIFUNCTION DIGITAL COUNTER om RON oo re Sh 
e Advanced 1/16 DIN Preset Counter with Enhanced Features Mfg. Part No. plaiia Valine Stock No (athe 
© Configure as 1- or 2-Stage, Total, Batch, or Dual ___ AUTOMATION & SAFETY EE : g g : 
Counter or Tachometer, Depending on Model <Z a RoHS Black Display 
@ High-Speed Response up to 5kHZ, Can Be Scaled pee @ 07800000 5 QvDC-28vDC__|__—~8aK7447 144.00 
to 10kHZ : . Red Display 
¢@ All Parameters Set Via Front Panel or DIP Switch @) C € 
Settings @ DT800020 5 9VDC-28VDC | 84K7448 183.00 


@ PNP/NPN Selectable Inpul 

@ Key Protection Function 

@ NEMA4/IP66 Front Panel 

@ Programmable Display Color Alerts Any Output Status 
Change 


PIM_88721 


LD LARGE DISPLAYS AND TIMER AND CYCLE 
All units have COUNTERS 


12VDC sensor power supply, contact output type and black case. UL listed, CE compliant. Units with no power 


red lion 


supply, transistor output and light gray case are also available; go online or call. 
No. of Supply | Price Each RoHS 
Mfg. Part No. Digits Voltage Stock No. 1+ Geeiinpian 
11 Pin Socket 
@ H7CXA114D1NDC1224AC24 4 12VDC-24VDC 72R9465 486.02 © 2.25" or 4" high red LED digits © Supply voltage: 85-250VAC/11-16VDC 
@ H7CX-A114-N AC100-240 4 100VAC-240VAC 70R0963 486.02 @ Readable up to 130ft (2.25” high models) or 180ft © © Constructed of NEMA 4 enclosure in lightweight 
- (4" high models) aluminum 
@ H7CX-A11D1-N DC12-24/AC24 6 12V-24V 72R9461 486.02 
@ H7CX-A11-N AC100-240 6 100VAC-240VAC 72R9460 486.02 
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COUNTERS 


LD LARGE DISPLAYS AND TIMER AND CYCLE COUNTERS (CONT.) 


Versatile displays that can be configured as a single or dual counter with rate indication, ‘scaling, serial 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


LCD Totalizers (CONT.) 


communications and a relay output. The 6-digit programmable model has two signal inputs and a choice No. of Supply Price Each 
of eight different count modes including bi-directional, quadrature and anticoincidence counting as well as a Mfg. Part No. Digits Voltage Stock No. 1-9+ 
dual counter mode. When programmed as a dual counter, each counter has separate scaling and decimal Manual Reset with Programming 
point selection. The meter display can be toggled either manually or automatically between the count and 
rate values. Programmable models come with 5A SPDT relay output and jumper selectable RS232 or RS485 © 6300-1500-0000 3VDC-30VDC 05N0097 52.58 
communications. @ 6300-2500-0000 20VAC-300VAC 05N0098 63.05 
No. of Supply Price Each Remote Reset 
Mfg. Part No. Digits Voltage Stock No. 1+ @ 6300-1000-0000 3VDC-30VDC 74R5331 49.24 
Counter, 101mm Digit Height ®@ 6301-2000-0000 20VAC-300VAC 75R7351 63.05 
@ LD400400 4 21.6VDC-250VDC 84K7461 841.00 Switch Input, Manual Reset 
@ LD400600 6 21.6VDC-250VDC 84K7463 1014.00 @ 6300-0600-0000 8 4170103 64.80 
Counter, 57mm Digit Height Switch Input, Manual Reset with Programming 
@ LD200400 4 21.6VDC-250VDC 84K7457 602.00 ®@ 6300-0500-0000 8 05N0096 64.80 
@ LD200600 6 21.6VDC-250VDC 84K7459 695.00 Switch Input, Remote Reset 
Programmable Counter/Rate Indicator, 101mm Digit Height @ 6300-0000-0000 8 TAR7463 64.80 
@ LD4006P0 6 21.6VDC-250VDC 84K7462 1101.00 PIM_5595190 
Programmable Counter/Rate Indicator, 57mm Digit Height 
ae a Ee sss 780.00_ MODEL 34LCD COUNTERS ANDHOURMETERS  gjgpREDINGTON® 
Timer/Cycle Counter, 101mm Digit Height Tt he 
@ LD4TO6PO 6 21.6VDC-250VDC 84K7460 1101.00 ° RoHS 
Timer/Cycle Counter, 57mm Digit Height Osa 
@ LD2TO6PO 6 21.6VDC-250VDC 14P9746 780.00 
PIM_88711 OF 
94 SERIES ELECTRONIC COUNTERS Hip GEDINGTON® 
COUNTERS 
BBinc. 
GeBicne ; 
Compliant Round Flush Mount 
@ Available 
Ee Three Hole Mount 
Rectangular Flush Mount 
@ AC or DC voltage input in the same unit © Front face totally sealed from moisture or dirt when 
9415-003 9415-005 © Hour Meter or Counter versions used with proper gasket 
9415-001 The Redington Model 34 LCD provides a large, always ON display, with 0.28” [7mm] high characters, in the 
Battery-powered 6-digit LCD counters feature 6-240VAC or VDC inputs. Interchangeable with most standard industry size housings (1.45 x 0.95” [36.8 x 24.1mm]). The hour meters and counters are available in 
electromechanical counters. Digits are 0.50” high. Base-mount unit dimensions in inches: 1.65(H) x 3.81(W) x 7 different housings. All models are totally sealed. A wide operating voltage, 10-300VDC and 20-300VAC make 
2.97(D). Panel mount unit dimensions in inches: 1.50(H) x 4.44(W) x 2.90(D). Rated 2400cpm with sensor input. the Model 34 versatile for all indoor and outdoor applications. All models are NEMA 4/4X, 12, & IP66 rated when 
Load resistor (1500 ohms, 10 watts) across input terminals required when using AC sensors. Weight: 1.1 Ibs. used with the optional gasket and have a polarized lens which assures high visibility in an outdoor environment. 
Hour Meter versions also available, go online or call. = 
- Supply Price Each 
No. of Supply | Price Each Mfg. Part No. Time Range Voltage Stock No. 1-9+ 
Mfg. Part No. Digits Voltage Stock No. ibe 24.1 mm x 36.8 mm, LCD Counter, Three Hole Mount 
Base Mount @ 3400-1000 0.1s-99999999h 20VAC-300VAC 05N0079 42.78 
@ 9415-001 6 BV-240V 48M1363 246.26 24.1 mm x 36.8 mm, LCD Counter, Two Hole Mount 
Panel Mount @ 3400-0000 0.1s-99999999h 20VAC-300VAC 05N0078 42.78 
© 9415-003 6 BV-240V BiFa74 176.65 24.1 mm x 36.8 mm, LCD Hour Meter, Rectagular 
Panel Mount, Key and Lock Reset @ 3410-2000 0.1s-9999999.9h 20VAC-300VAC 05N0087 42.78 
© 9415-005 6 6V-240V 8iF475 212.04 24.1 mm x 36.8 mm, LCD Hour Meter, Round 
PIM_2941 @ 3410-3000 0.1s-9999999.9h 20VAC-300VAC 05N0089 42.78 
24.1 mm x 36.8 mm, LCD Hour Meter, Three Hole Mount 
MODEL 63 DUAL LCD TOTALIZERS AND HOUR HI REDINGTON® @ 3410-1000 0.1s-9999999.9h 20VAC-300VAC 05N0086 42.78 
COUNTERS 
METERS BR inc. 24.1 mm x 36.8 mm, LCD Hour Meter, Two Hole Mount 
© NEMA 4/4X, 12, & IP66 rated when used with the RoHS @ 3410-0000 0.1s-9999999.9h 20VAC-300VAC 05N0085 42.78 
appropriate gasket Compliant 
© 15 year battery Available PIM_115440 
© Switch (no voltage). 3-30VDC, 20-300VAC, 10-300VDC es 
input choice @ 
Totalizer - Features include 8 LCD digits, single input up '¢ € ELECTROMECHANICAL COUNTERS OD ee gel 
counting. Hour Meter — Electronic Hour Meter has 8 LCD WB inc. 


digits. 40Hz input speed available; go online or call. 


Supply Price Each 
Mfg. Part No. Time Range Voltage Stock No. 1-9+ 
22.6 mm x 45.5 mm, Manual Reset 
@ 6320-1600-0000 0.1s-0.01h 3VDC-30VDC. 4170007 52.54 
22.6 mm x 45.5 mm, Manual Reset with Programming 
@ 6320-1500-0000 0.1s-9999999.9h 3VDC-30VDC, 05N0100 52.54 
@ 6320-2500-0000 0.1s-9999999.9h 20VAC-300VAC. 05N0101 77.75 
22.6 mm x 45.5 mm, Remote Reset 
@ 6320-1000-0000 0.1s-0.01h 3VDC-30VDC. 74R7466 52.54 
®@ 6320-2000-0000 0.1s-0.01h 20VAC-300VAC 74R7467 77.75 
22.6 mm x 45.5 mm, Switch Input, Manual Reset 
@ 6320-0600-0000 0.1s-0.01h 4170106 64.80 
®@ 6320-0500-0000 0.1s-9999999.9h 05N0099 53.08 
22.6 mm x 45.5 mm, Switch Input, Remote Reset 
© 6320-0000-0000 0.1s-9999999.9h 74R7465 52.54 
PIM_115441 
LCD Totalizers 
> CONTINUED > 
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Model 10 
Panel Mount 


wr 
| 


Model 49 


Model 10 6-figure electromechanical counter with heavy-duty rectifier, transient protection, convenient reset, 
1000 cpm capability. Mfg. part no. 2-1006 dimensions in inches: 3.68(H) x 1.74(W) x 2.51(D). Panel cutout in 
inches: Mfg. part no. P2-1006, 3.85 x 1.75; Mfg. part no. P32-1206, 4.88 x 1.75. 8” wire leads, 22AWG. UL 
recognized, CSA certified, CE compliant. 7-figure counters available, go online or call. 

Model 44 rugged, low cost non-resettable electromechanical counter in a variety of mounting styles. 0.18” 
high characters. Dimensions in inches: 1.4(H) x 0.8(W) x 2.4(D). 10” wire leads, 22AWG. UL recognized, CE 
compliant. 

Model 48 compact, economical 6-figure non-resettable electromechanical counter designed for general purpose 
industrial and commercialcounting applications. Dimensions in inches: Panel Mount, 1.8 (H) x 1.8 (W) x 2.25 (D); 
base mount, 2.96 (H) x 1.63 (W) x 2.25 (D). 12” wire leads, 22AWG, UL recognized, CSA certified, CE compliant 


> CONTINUED > 


Model 10 
Base Mount 


= 


Model 44 


P2-4816 


WG 
CE 
Ose 
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ELECTROMECHANICAL COUNTERS (CONT.) UNIVERSAL VOLTAGE 


e 
Model 49 4- or 6-figure panel mount electromechanical counter with pushbutton reset. 0.16” high characters. MULTI-FUNCTION TIMERS Autoni¢s 
Mfg. part no. 4904 panel cutout in inches: 1.46(H) x 1.01(W). Mfg. part no. 4906 panel cutout in inches: © Realization of wide range of power supply: 100-240VAC / 24-240VDC Sensors & Controllers 


2.00(H) x 1.01(W). 10” wire leads, 22AWG. UL recognized, CE compliant. Other mounting styles available, © Various output operations (6 modes) 5 
go online or call. © Multi time range (16 different time ranges) a A \¥ US 
Price Each @ Wide control time range (0.05 sec ~ 100 hour) 
No. of Supply leesaracaest @ Easy setting of time, time range, output operation mode C € 
Mfg. Part No. Digits Voltage StockiNo: es: @ Easy to check output status by LED indicator 
Model 10, Base Mount, Manual Reset 
2-1006 6 115VAC 57F3501 248.92 
Model 10, Panel Mount 
P32-1026 6 115VAC 44F3109 233.64 
Model 10, Panel Mount, Manual Reset RES 
- 6 T15VAC 57F3502 No. of Timing | Supply a 
e100 —- esoI Mfg. Part No. Time Range Ranges Voltage | Current | Stock No. 1+ 
Model 44, Combination Mount ; = 
eRvounE r TIBVAG TAMO095 Multifunction, 2 Changeover Relays, 8 Pin 
= AT8N-24-240 0.05s-100h 16 240V Ss 10R5262 | 38.95 
@ RV23-4416 6 115VDC 71M0096 - : 7 ‘ 
Model 48, Base Mount Multifunction, 2 Changeover Relays, DPDT, 411 Pin 
oder SY, Base Moun ATMDN-24-240 | 0.05s-100h 16 240V = 105261 | 41.95 
@ V2-4816 6 115VAC 51M9084 = - - = 
Model 48. Panel Mount Multifunction, 2 Changeover Relays, SPDT, 11 Pin 
- -24- 0.05s-100h 16 240VDC 5A 227064: = 
@ P8-4816 6 24VDC 27B4540 ar ACTEN 2 eat : s 
@ P2-4816 6 415VAC 90F1624 = PIM_148669 
Model 49 
@ P8-4904 4 24VDC 48M0900 57.96 MINI DIN RAIL MOUNT TIME-DELAY RELAYS Wy 
© P2-4904 4 T15VAC 48M0898 57.96 ° Compact DIN rail mount housing 
® Economically priced 
@ P8-4906 6 24VDC 48M0901 85.73 © Universal power supply 
@ P2-4906 6 115VAC 48M0899 85.73 © 0.1 seconds to 100 hours 
PIM 2926 Mini D-Series housed in 3H x 0.7W x 2”D housing 
7 (except the DMB71, which is 1.4W’). Snaps onto DIN 
rail. Provides an 8A SPDT output (with the exception 
VEEDER-R T BRAND C346 PRESET COUNTER of the DMB71, which provides a 5A DPDT output). All 
00 3 s U s VEEDER-ROOT timers (with the exception of the DBB series) provide &.. 
Simple button per digit setting and choice of single-line 6-digit LED or LCD 6-switch selectable timing ranges from 0.1 seconds to 
display allow optimum operator interface. Very flexible input circuit with We Eagle Signal Controls 100 hours. Timing functions are listed below. The DMB 
scaling feature accepts signals from encoders, . series multifunction timers offer the following switch 
NPN (sinking), PNP (sourcing), and contact- R selectable choice of delays: delay-on-operate, interval, 
closure inputs. Suitable for most preset counting | rer interval with external trigger, double interval, delay on 
applications. Size: 1/16 DIN (48W x 48mmH) release, and symmetrical recycler. Repeat accuracy: 
Display: 6 digit. LED or LCD. Power: 120VAC =0.2%. UL recognized, CSA certified, CE compliant. 
standard; optional 240VAC, 24VDC. Preset levels: 4 — Price Each 
or 2.5 amp relay and NPN transistor per output. Input No. of Timing | Supply | Price Each 
scaling: x0.001 to 9.999. Input: sinking, sourcing, Mfg. Part No. Time Range Ranges Voltage | Current | Stock No. 1+ 
contact closure, add/subtract, add/add, quadrature. Asymmetrical Recycling, 1 Changeover Relay 
Maximum count speed: SkH2. @ DCBS51CM24 0.4s-100h_| 7 240VAC ] 5A | 8904354 | 94.08 
No. of Supply arice|Each) Delay-On-Operate, 1 Changeover Relay 
Mfg. Part No. Digits Voltage StockiNo} ibs @ DAASICM24 O4ts-100h [7 240VAC | 5A | O5MA078 | 65.00 
LCD, Single Preset 5 qavnCDavne TIEDIT Delay-On-Release, 1 Changeover Relay 
CsA60NN2 ~ = @ DBB51CM2410S 6s-60s 1 240VAC 5A 89C4336 | 128.64 
C346-0411 6 TISVAC 1eF4072 = Multifunction, 1 Changeover Relay 
LED, Dual Preset @ DMBS1CW24 0.1s-100h 7 240V 5A | 05M4093 
eal : MSVAG NGRAOTS = © DMBSICM24 0.15-100h 7 2a0vAac | 5A | 05Ma092 
LED, Single Preset 5 aT jcRAT Multifunction, 2 Changeover Relays 
6346-0511 sa © DMB71DW24 0.15-100h 7 240V | 5A | 26K5686 
PIM_3061 
PIM_60577 
g 
TE RVAL COBMTDOWD TIMERS 5 “MULTI-FUNCTION AND MULTI-RANGE TIMERS 
Series 4970 and 4972 are microcontroller-based interval countdown timers offering AtTISAN 
a digital display of time. Feature four time base codes; tenths-of-seconds, seconds, DN 
minutes and seconds and hours and minutes. UP/DOWN : RoHS 
buttons allow for setting the countdown time period. Preset - OFF -STOP/ Re Ose 
time kept in non-volatile memory. Mfg. part no. 4970-2 Available ~ RoHS 
offers SPDT power contacts rated for 20A operating @ Al ! Geeinpiat 
115VAC. Additional operating voltages available, call c US 
or go online. Mfg. part no. 4972 features operation of a at 4 
customer-supplied remote control switch for the start/ a i | 
stop and reset functions and a voltage switch selector of =i ee 
415VAC or 230VAC with SPST power contacts rated 20A. 
Mfg. part no. 4970-2 is UL/cUL approved. TIME SELECT < 
Plug-In DIN Rail 
4970-2 @ Universal 24-240VAC/DC Supply Voltage functions 
= Price Each @ 100mS to 100 hour range, split into several © 8A SPDT output 
; ee No. of Timing ae sub-ranges © For DIN-rail or 11-pin socket mounting 
Mfg. PartNo. | Time Range | Digits Ranges Current_| Stock No. 1-5+ © Each timer has multiple switch selectable delay 
Programmable Reset, 1 Changeover Relay 8A output. Universal power supply: 24VDC and 24-240VAC (DBB, PBB and all DPDT types can be powered 
@ 4970-2 99.99s-99.98h 4 4 20A 88K2164 270.20 by 24-240VAC/DC). Two LED indicators: output on and supply voltage applied. Multi-function models have 7 
timing modes: delay-on-operate (on-delay), delay-on-release (off-delay), 3 interval modes and 2 symmetrical 
PIM_2841 (repeat cycle) modes. The asymmertical model (repeat cycle) has two separately adjustable timed outputs, 
one for on-time and one for off-time. Except where noted, timing range is 0.1 sec to 100 hrs. Dimensions in 
inches: DIN rail models: 3.6H x 0.9W x 3.7D; Plug-In models: 3.2H x 1.4W x 3.7D. Repeat accuracy: =0.2%. UL 
recognized, CSA certified, CE compliant. 
Custom Panel Meters Call 800 859 1257 ‘ P 
No. of Timing | Supply Price Each 
Mfg. Part No. Time Range Ranges Voltage | Current | Stock No. hk 
Choose your own colors, text, and company logo : 7 , 
= Asymmetrical Recycling, 1 Changeover Relay, DIN Rail 
HESSD) OBE ELLIE cE a iS @ DCBO1CM24 0.1s-100h 7 240VAC 5A 7005815 211.20 
Analog/Digital Meters, Sensors, Controllers and more : - : 
Asymmetrical Recycling, 2 Changeover Relays, DIN Rail 
Email panelmeters@newark.com @ DCB01DM24 0.1s-100h 7 240V 5A 05M4083 231.36 
PIM_5624808 
> CONTINUED > 
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TIMERS 


MULTI-FUNCTION AND MULTI-RANGE TIMERS (CONT.) CHRONOS 2 TIMERS - 22.5MM (CONT.) 
No. of Timing | Supply Price Each No. of Timing | Supply Price Each 
Mfg. Part No. Time Range Ranges Voltage | Current | Stock No. 1+ Mfg. PartNo. | Time Range Ranges Voltage | Current | Stock No. 1-14+ 

Delay-On-Operate, 1 Changeover Relay, DIN Rail Multifunction, 2 Changeover Relays, Type RQR6 

@ DAAO1CM24 0.1s-100h 7 240VAC 8A 05M4076 103.00 88866176 0.1s-100h 7 240VAC 8A 47X2118 124.44 
Delay-On-Operate, 2 Changeover Relays, DIN Rail Multifunction, 2 Changeover Relays, Type RU2R1 

@ DAAO1DM24 0.1s-100h 7 240V 8A 054077 125.27 88866305 0.1s-100h 7 240VAC 8A 47X2122 ee 
Delay-On-Operate, 2 Changeover Relays, Plug In Multifunction, 2 Changeover Relays, Type RU2R3 

@ PAAO1DM24 0.1s-100h 7 240V 8A 05M4247 120.68 88866303 0.1s-100h 7 240V 8A 47X2121 — 
Delay-On-Release, 1 Changeover Relay, DIN Rail Multifunction, 2 Changeover Relays, Type RU2R4 

@ DBBO1CM24 0.1s-600s 4 240V 8A 054079 149.76 88866300 0.1s-100h 7 12V 8A 47X2120 ines 
Delay-On-Release, 2 Changeover Relays, DIN Rail Multifunction, 2 Changeover Relays, Type RX2R14 

@ DBBO1DM24 0.1s-600s 4 240V 8A 05M4080 166.40 88866385 0.1s-100h 7 240VAC 8A 47X2123 143.50 
Multifunction, 2 Changeover Relays, DIN Rail PIM_212255 

@ DMB01DM24 0.1s-100h 7 240V 8A 05M4091 161.00 ———-.-—————— 
ae 2 Changeover Relays, Plug In CHRONOS II TIMERS DIN RAIL MOUNT LA CROUZET 
@ PCBO1DM24 0.1s-100h 7 240V 5A 9303438 231.36 © Relay or solid state output WY 

@ PMBO1DM24 0.18-100h 7 240V 8A 05M4256 | 154.56 © Multi-function or mono-function RoHS 
PIM_90586 © Multi-range Ge tinaian 

7 © Multi-voltage Available 
© Screw or spring terminals 
RoHS @ LED status indicator (relay version) 
CHRONOS II TIMERS Geatinpian & CROUZET -° a of connecting an external power supply to the control 


© 3-wire sensor control option 
OG 


No. of Timing | Supply Price Each 
Mfg. PartNo. | Time Range Ranges Voltage | Current | Stock No. 1-9+ 
Asymmetrical Recycling, 1 Changeover Relay, Type MLR1 
88827155 0.1s-100h 7 240VAC 8A 60W2071 102.28 
@ Multi-function or mono-function © Screw or spring terminals (17.5 and 22.5 mm) 7 ; 
@ Multi-range (7 ranges, available options) @ LED status indicator Asymmetrical Recycling, 1 Changeover Relay, Type MLR4 
@ SPDT relay output: 10A - 250V, or DPDT (Octal @ 3-wire sensor control option 88827150 0.1s-100h 7 12V 8A 60W2070 ==) 
Plug-In Style) Asymmetrical Recycling, Solid State, Type MLS2 
8- and 11-pin plug-in models are 35 x 35 x 79mm. 22.5mm DIN rail models are 22.5 x 78 x 99mm. All Chronos II 88827054 0.1s-100h 7 240VAC 700mA 60W2062 96.60 
timers rated at 10A@250VAC. Time range is selectable from 0.1 seconds to 100 hours. 3 5 . 
- Multifunction, 1 Changeover Relay, Type MUR1 
ea eer gd Timing bet — perce een 88827105 0.18-100h 7 240VAC 8A 60W2065 | 93.69 
. . 5 14+ 5 ri 
A g = - = R ah a i rr a en ok Multifunction, 1 Changeover Relay, Type MUR3 
symmelrcal necyeing, € -nangeoverneays, an 88827103 0.4s-100h 7 240V 8A | 60W2064 | 105.12 
@ 88867455 0.1s-100h 7 240VAC 8A 17M8541 = . : 
Delay-On-Break. 1 Ch Relay, 8 Pi Multifunction, 1 Changeover Relay, Type MUR4 
ayers Sanger eee 88827100 0.1s-100h 7 12V 8A | 60W2063 = 
@ 88867135 0.1s-100h 7 240VAC 10A 17M8537 a : = 
Delay-On-Make, 1 Ch Relay, 11 Pi Multifunction, 1 Changeover Relay, Type MURC3 
ey eee Vieng rover eee 88827503 0.1s-100h 7 240V 8A | 60W2073 | 11457 
@ 88867415 0.1s-100h 7 240VAC 10A 17M8540 = = = 
Multifunction 4 Ch Relay, 11 Pi Multifunction, 1 Changeover Relay, Type MXR1 
—— aoe 88827185 0.4s-100h 7 20VAC | 8A | 60W2072 | 8ase 
@ 88867305 0.1s-100h 7 240VAC 10A 17M8539 a5 a 5 7 
Multifunction. 4 Ch Relay, 8 Pi Multifunction, Solid State, Type MUS2 
een nang Cove ey 88827004 0.4s-100h 7 240VAC | 700mA | 60W2059 | 89.89 
88867100 0.1s-100h 7 12V 10A 91B6339 5 On-Delay, 1 Changeover Relay, Type MARt 
@sseerio5 | _Otst0oh_| 7 _—*4| ANAC | A aa 88827115 0.1s-100h 7 240VAC 8A 60W2066 66.81 
Multifunction, 1 Changeover Relay, DIN Rail 
015-100 7 1 aT UEEEE, On-Delay, 1 Changeover Relay, Type MHR1 
aT 5 Gh a Raine aii = 88827145 0.1s-100h 7 240VAC 8A cow2069 | 68.39 
re ‘ eh aim 7 ‘i 240VAC 8A 90B2436 Sail Salt Stak, Type NESS 
aon ais , = 88827014 0.18-100h 7 240V 700mA | 60W2060 | 63.93 
Multifunction, 2 Changeover Relays, 8 Pin Timing after Impulse, 1 Changeover Relay, Type MCR1 
@ 88867215 0.1s-100h i 240VAC 8A 17M8553 aes 98827135 0 1s-100h 7 AQVAC BA eow2068 PAGE 
Repeat Cycle, 1 Changeover Relay, 8 Pin Se EEEECOOoEeEEEeeee_ 
miner 0 15100h 7 AOAC an ED = Timing on Energisation, Solid State, Type MHS2 
- - 88827044 0.1s-100h 7 240VAC 700mA 60W2061 65.27 
Repeat Cycle, 1 or 2 Changeover Relays, 8 Pin a 
spB6 TAN 04s-100h 7 TANVAG mm 2BC6621 Timing on Impulse One Shot, 1 Changeover Relay, Type MBR1 
— eee EEE 88827125 0.1s-100h 7 240VAC 8A 60W2067 84.78 
PiMoe PIM_209439 
CHRONOS 2 TIMERS - 22.5MM LA 
© Same position of terminal blocks for a perfect alignment between the WY C RO U ZET LCD ELAPSED TIMERS/HOUR METERS EF: [ e Ni 


17.5mm and 22.5mm timer versions. — 
@ Same appearance in design than the 17.5mm versions. ke Gee einoiat 
@ A 45mm “nose height’ on the front of the product to allow the Available 
mounting of the 22.5mm versions in modular panels. 
@ Slightly longer than the 17.5mm versions to allow the 2 relays 
SPDT 8A/ 250VAC. 


E42D124 


E42DIR 


The E42DIR (round) and E42D124 series (rectangular) are solid-state hour meters that record and display up to 
99,999.9 hours, roll over and continue timing. Feature an EEPROM that can retain data for 25+ years. Operating 


No. of Timing Supply Price Each temperature: 40°F to 185°F (-40°C to 85°C). Able to function in harsh conditions of vibration, shock, moisture 
Mfg. PartNo. | Time Range Ranges Voltage | Current | Stock No. 1-14+ and dust. Feature minimal power consumption, compact behind-panel depth and operating indicator (hourglass 
Multifunction, 2 Changeover Relays, Type RA2R1 icon). Size: 2.30W x 1.125”D (round); 0.89H x 2.09W x 0.86"D (rectangular). 
88866215 0.1s-100h 7 240VAC 8A 47X2119 = 
Multifunction, 2 Changeover Relays, Type RQR1 
88866175 0.1s-100h i. 240VAC 8A 47X2117 105.28 
> CONTINUED > > CONTINUED > 
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LCD ELAPSED TIMERS/HOUR METERS (CONT.) HONEYWELL 20000 SERIES AC HOUR METERS Honeywell 
Supply Price Each : 
Mfg. Part No. Time Range Voltage Stock No. 1-4+ @ A 
Honeywell 
24.1 mm x 36.8 mm, Rectangular ’ : 
@ E42D1241260 0s-99999.9h 20VAC-60VAC 89M5167 78.35 i : a G 
@ £42D12448230 0s-99999.9h 100VAC-230VAC 18C2536 80.74 
24.1 mm x 36.8 mm, Rectangular, Reset Function Fig. 1 
@ E42D12448230R 0s-99999.9h 100VAC-230VAC 89M5168 104.94 : 
52.3 mm x 52.3 mm, Round en Fig. 2 sane a 
eatures: utomatic recycle to zero 
@ E42DIR1260 Os-99999.Sh 20VAC-G0VAC Weg) 1210s © Polycarbonate, shock resistant, tamper proof case  @ Operating frequency: 60Hz 
@ E42D1R48230 0s-99999.9h 100VAC-230VAC 89M5166 75.34 © Totally sealed © Power rating: 3.0W 
PIM 60973 ® Single phase, synchronous, permanently ® Operating temperature: -54°C to 68°C 
~ lubricated motor © Weight: 30z 
Specification: @ Lens material: 3-screw mount: Glass, 2-screw 
© Accuracy: 0.02% mount: Polycarbonate 
ELECTROMECHANICAL HOUR METERS EF: I oN @ Records up to 99,999 hours @ Number size: 0.12” (3mm) 
RoHS These deluxe AC meters are totally sealed and benefit from a design which integrates the motor and frame 
Geeiinpian into substructure. 
ilab! 
ee Supply Price Each 
Mfg. Part No. Time Range Voltage Stock No. 1-4+ 
24.13 mm x 37.85 mm, Rectangular 
020001 17 0s-99999.9h 108VAC-132VAC. 64K2417 cas 
Round 
sa et 05-99999.9h T0BVAC-132VAC 6aK2418 
41/16 DIN (48x48 mm) Square © High shock-resistance o20017 14 Seve z 203:85 
© 6-digit hour meter for round panel cut-out @ Synchronous motor timing method PIM_85745 
© Quartz timing method © Without reset 
© Low cost © Data retention if power is lost 
© Waterproof © |P65 protection MULTI-MODE TIMERS 
© Type 4X protection D E Cc 
Supply Price Each 
Mfg. Part No. Time Range Voltage Stock No. 1-4+ (). 
45 mm x 45 mm, Rectangular C € 
@ 7-T-65-4848PM-406 0s-99999.99h 100VAC-130VAC 67R4462 41.40 
@ 8-T-65-4848PM-402 0s-999999.99h 10VDC-30VDC 12N1183 59.04 Gesinpian 
Round Available 
@ 6-T-3H-508RPM-406 0s-99999.9h 103.5VAC-126.5VAC 1371667 216.73 oTaw GT3A 
PIM_194869 © Delayed DPDT or delayed SPDT plus instanta- © Dimensions: 1.57H x 1.42W x 2.53"D (40 x 36 x 
SSS ——————————————————————————50—05—5658658585858589858585858585 neous SPDT 64.2mm) 
© 8-or 11-pin termination ® ULlisted, CE 
RoHS 
MODULAR TIMERS Gee tinoint © fi nder’ GT3A is analog set type, has contacts rated 250VAC/5A, 30VDC/5A max. POWER indicator flashes during time- 
Available delay operation, OUT indicator remains on while output on. Life expectancy: 20,000,000 operations mechanical, 


100,000 electrical. GT3W is analog set type with two time settings and 8 selectable operation modes in each 


Wide range of timers including multi- & monofunctions and DIN rail and plug in mount timer. They come with power and output status LEDs and time ranges up to 300 hours. Other time ranges 


No. of Timing | Supply | Price Each = available; go online or call. 

Mfg. Part No. Time Range Ranges Voltage | Current | Stock No. 1-9+ No. of Timing | Supply Price Each 
Flasher, 1 Changeover Relay Mfg. Part No. Time Range Ranges Voltage | Current | Stock No. 1-4+ 
© 80.91.0.240.0000 0.1s-24h 6 240V | 500mA 08x7287_|_191.69 Multifunction, 1 Changeover Relay, Analog Models 
Multifunction @ GT3A-2AF20 | 0.1s-180h 16 240VAC | 3A 96F3881 | 78.50 
@ 86.00.0.240.0000 | 0.05s-100h 1 240VAC 08X7301_ | 128.72 Multifunction, 2 Changeover Relays, Analog Dual Time Adjustment Models 
Multifunction, 1 Changeover Relay GT3W-A11AD24N 0.1s-6h 5 24V 5A 73H5759 99.20 
@ 83.01.0.240.0000 0.05s-240h 8 240V 500mA | 08X7289 | 152.22 GT3W-A11AF20N 0.4s-6h 5 240VAC 5A 26H1600 94.47 
Multifunction, 2 Changeover Relays GT3W-A33AD24N 0.1s-300h 4 24V 5A 54K3305 98.13 
© 85.02.0.012.0000_|_0.05s-100h 7 12V__|_S0mA_| 08X7294 = GT3W-A33AF20N | 0.1s-300h 4 240vac | 5A | 65R5058 | 94.47 
@ 85.02.0.024.0000_|_0.05s-100h 7 2av SomA | 08X7295 | 70.20 Multifunction, 2 Changeover Relays, Analog Models 
@ 85.02.0.125.0000 0.05s-100h q 125V 50mA 08X7296 73.06 @ GT3A-3AF20 | 0.1s-180h 16 240VAC 5A 96F3884 73.03 
@ 85.02.8.240.0000_|_0.05s-100h 7 240VAC | S0mA_| 08X7297 | 107.63 Multifunction, 2 Changeover Relays, Analog Models, 14 Pin 
@ 88.12.0.230.0002 0.05s-100h 16 230V 500mA | 08X7305 | 196.51 GT3A-4AD24 0.1s-180h 16 24V 5A 92B4668 73.03 
@ 83.02.0.240.0000 0.05s-240h 8 240V 400mA | 08X7290 | 227.75 @ GT3A-4AF20 0.1s-180h 16 240VAC 5A 96F3887 73.03 
Multifunction, 3 Changeover Relays Off-Delay, 2 Changeover Relays, Analog Models 
© 85.03.0.125.0000_|_0.05s-100h 7 126v_]_ soma | 08x7298 | 102.13 GT3F-2AF20 [_0.1s-600s 8 250VAC | 3A | 50B4190 | 94.47 
Multifunction, 4 Changeover Relays 7 
© 85.04.0.125.0000 | 0.05s-100h 7 125V_| 400mA | 08X7300 | 70.20 - [tbticelEachy 

Mfg. Part No. Description Stock No. 1-1-9+ 
Off-Delay, 1 Changeover Relay © SR2P-06 8-Pin Relay Socket 73M2991 7.97 
@ 80.61.0.240.0000 0.05s-3min 4 240VAC | 500mA | 08X7286 | 115.89 © SR3P-06 DIN Rail Socket, 11-Pin 18M9335 12.24 
@ 83.41.0.240.0000 | 0.05s-240h 8 240V | 500mA | 08x7292 | 97.44 fe RTB.Chi Panel Mount Adapter 96F3910 AG 
@ 80.41.0.240.0000 0.1s-24h 6 240V 500mA 08X7285 87.25 @ SROP-M11G Wiring Socket Adapter, 11-Pin 43M3004 23.14 
On-Delay, 1 Changeover Relay @ SR6P-M08G Wiring Socket Adapter, 8-Pin 13M3003 8.20 
@ 83.11.0.240.0000 0.05s-240h 8 240V 500mA | 08X7291 117.20 PIM 2738 
On-Delay, On-Pulse i 
®@ 86.30.0.024.0000 0.05s-100h 1 24VDC ro 08X7302 50.17 
®@ 86.30.8.120.0000 0.05s-100h 1 120VAC. ais 08X7303 67.74 oun 

PIM_211879 DEVELOPMENT Z EDUCATION Zz RESEARCH 


& MAKERS & DESIGN 


DISTRIBUTOR 


Supporting your journey at PROTOTYPE PRODUCTION 
every stage 7 & TEST Z & MAINTENANCE 


PIM_5793904 


1.800.463.9275 © newark.com elementiu 1135 


PANEL INSTRUMENTATION @ Indicates RoHS Compliant 4] Find Datasheets Online 


TIMERS 


10A MULTIFUNCTION TIMERS rt D E Cc ON-DELAY TIMERS (CONT.) 


® PDT (deeyed outputs) contacts No. of Timing | Supply [Price Each 
© Reset time: 0.1 sec. max @ &™® Mfg. Part No. Time Range Ranges Voltage | Current | Stock No. 1-4+ 
© Mechanical life expectancy: 50,000,000 operations teas Kr On-Delay, 2 Changeover Relays 
Feature ON-delay/interval or signal ee GT5Y-2SN1D12 1s-10min 4 12VDC 5A 30B6300 | 41.76 
we SOA meciona SNREROVD Th hdache h CE erevaswsarod_|~deatmin_ [4 vaovac [sa | sogsaot_ | 48.97 
240VAC/30VDC. 1.575"(40)H x 1.417°(36)W x 2.362"(60) GT5Y-2SN6A100 6s-60min 4 120VAC 5A 30B6306 51.42 
D. Use socket SR3B-05 for 11-blade terminals. Use socket On-Delay, 4 Changeover Relays 
eee Sockels: SRIP-05-end @GTsy4snib24 | 1s-10min 4 zvoc | 3A | 46F5292 | 51.42 
@ GT5Y-4SN1A100 1s-10min 4 120VAC 3A 66F4213 50.06 
No. of Timin Sinai Price Each GT5Y-4SN3D24 3s-30min 4 24VDC 3A 16F5293 48.97 
Mfg. Part No. Time Range Ranges . Voltage Current | Stock No. 1-4+ @ GTSY-4SN3A100 3s-30min 4 T20VAC 3A 16F281 51.42 
Multifunction, 2 Changeover Relays, 11 Blade Clavessnanet Gs-60mnin 7 2aVDC gh 16E S290 | BESI6S 
@ RTE-B2AD24 0.1s-600h 20 DAV 10A 78H1740 7639 GT5Y-4SN6A100 6s-60min 4 120VAC 3A 16F5291 48.97 
@ RTE-B2AF20 0.1s-600h 20 240VAC 10A 83H4147 76.39 Price Each 
Multifunction, 2 Changeover Relays, 11 Pin Mfg. Part No. Description Stock No.| 1-1-4+ 
RTE-P2D12 0.1s-600h 20 12VDC 10A 82H8176 80.20 @ SY4S-51 4-Pole Panel Mount Socket 13M3024 1.88 
RTE-P2AD24 0.15-600h 20 24V 10A 83H4152 | 76.39 @ SY4S-61 4-Pole PC Board Mount Socket 13M3025 2.19 
@ RTE-P2AF20 0.1s-600h 20 240VAC 10A 83H4153 75.56 @ SY4S-62 4-Pole PC Board Mount Socket 13M3026 2.90 
Multifunction, 2 Changeover Relays, 8 Blade @ SY4S-05 DIN Rail Socket, For RY4S relays 13M3022 13.58 
RTE-B1D12 0.18-600h 20 f2vDC | 10A | 83H4146 | 78.36 @ SFA-302 | Hold-Down Clip with Top Notch, for Use with SY2S-51, 61 and] 16F5301| 0.29 
RTE-BiAD24 | _0.1s-600h 20 24V 10A | 8343624 | 71.52 SYASO1,61 
@RTE-BIAF20 | _0.1s-600h 20 24ovac | 10A | 82H2304 | 71.52 PIMs 
Multifunction, 2 Changeover Relays, 8 Pin 
@ RTE-P1D12 0.18-600h 20 2vDc | 10A | 83H4151 | 61.07 MULTI-FUNCTION TIME DELAY RELAYS MACROMATIC 
@ RTE-P1AD24 0.1s-600h 20 24V 10A 83H4149 60.80 RoHS 
@ RTE-P1AF20 0.1s-600h 20 240VAC 10A 83H4150 63.26 Gop tinaian 
PIM_2740 


cd US 
ON-DELAY TIMERS C € 
© Delay-on-make (ON delay) function : ou D E Cc 


© DPDT or SPDT + instantaneous 


SPDT contacts ). 

© Contact rating: 24VDC/120VAC 5A, Fig. 3 

240VAC 3A 
© 8 time ranges ® Digital or Analog Set ® Panel, track or surface mounting 
© Adjustable from 0.1 sec to 10 hours pee © 50ms to 100 Hours programmable timing range @ 1/16 DIN style case (comes with panel-mounting 
© Large, clear knob for easy setting @ Universal 24-240V AC/DC input voltage adapter) 
© Repeat error 40.2% maximum C € Output: DPDT 3A at 240VAC/DC, Temperature: -28°C to +65°C. Dimensions in (mm): 1.9"x2.4”x2.9" (48x60x74). 
peat aaa © Sin ot bas sce Pie Each 
GE1A series timers are single-function (On Delay) time-delay relays. Extremely easy to configure for a wide Mfg. Part No. Time Range Voltage Stock No. ikke 
variety of set times, the GE1A series serves as a simple “plug-and-play” timing solution. Handles settings up to 45 mm x 45 mm, 10 field-selectable functions 
10 hours. 2 different contact configurations are designed to meet most application requirements. With IDEC's @ TADIU 0.01s-9990h 2AV-240V 09P2412 208.45 
accessories, DIN rail, socket or through-panel (with a clear plastic protective cover) mounting configurations 45 mm x 45 mm, On Delay, Delayed Interval/Pulse, On Delay-Timed & Instantaneous, Flasher 

ilable. 5 A : Z s 
ees - (OFF 1st), Flasher (ON 1st) & Interval On-Timed & Instantaneous 
— — No. of Timing Susly curent (en ose @ TAMU 0.05s-100h 100VAC-240VAC 46P3262 111.83 
E i 5 “4+ + 7 
a me wang? anges onage | Surren oa 45 mm x 45 mm, On Delay-Triggered, Off Delay, On/Off Delay, Flasher (OFF ‘st)-Triggered, 

On-Delay, 2 Changeover Relays, Delayed DPDT Flasher (ON ‘st)-Triggered & Watchdog 

GE1A-B10HAD24 0.4min-10h 8 24V 5A 83C9523 32.93 @ TAA2U 0.05s-100h 100VAC-240VAC. 46P3263 131.44 

GE1A-B10HA110 0.4min-10h 8 120VAC 5A 83C9524 81028 PIM 142119 
On-Delay, 2 Changeover Relays, Delayed SPDT + Instantaneous SPDT 

GE1A-C10HAD24 | 0.1min-10h 8 24V 5A 8309529 33.62 4/46 DIN MULTIFUNCTION DIGITAL TIMER 

GETA-CIOHATIO O-tmin-10h : 120VAC ia eSeaay 35.37 ® ON-Delay, Twin Timer, Repeat Cycle, Interval and Cumulative Timing om RON 


Price Each Functions Available AUTOMATION & SAFETY 
eats lsaaiasse] @ Large Backlit Negative LCD Display for Dim Lighting RoHS _ 

Mfg. Part No. Description Stock No. 1-1-9+ Conditions and Wide Angles Compliant 
@ SR2P-06 8-Pin Relay Socket 13M2991 7.97 e Wide Variety of Timing Ranges from 0.0015 to 9999h 
@ SY4S-05C DIN Rail Socket, Finger Safe, For RY4S relays 13M3023 15.74 : oe aha Cee C € 

. © Supply Voltage: ) 3 Z 
@ SY4S-05 DIN Rail Socket, For RY4S relays 13M3022 13.58 © Operating Voltage: 85% to 110% VAC or 90% to 
@ GE9Z-C48 Dust Cover 8309535 3.86 110% VDC @).. 
@ SFA-202 Hold-down Clip for DIN Rail Sockets 16F5300 0.42 © Power Consumption: Approx. 6.2VA at 264VAC 
©@ GESZ-AD Panel Mount Adapt 8309534 3.68 © Display: 11.5mm High Characters (Present Value); 
" 20S) MOUNUAOGSPIE! : 6mm High Characters (Set Value); 7-Segment Negative 
@ SR6P-M08G Wiring Socket Adapter, 8-Pin 13M3003 8.20 ransmissive LCD 
PIM 724441 © Input Signals: Start, Gate (H5CX-A) and Reset; 1 or 20 ms Input Signal Width 
Use the external DIP switch to configure the timer for simple jobs and the front panel switches for more complex 

i settings. 5A at 250VAC, SPDT contact output. Control output: SPDT contact, rated 5A@250VAC resistive load. 
ON-DELAY TIMERS | D E Cc Twin timer available on all models. Units with transistor output also available; Go online or call. UL listed, UL 
GTS5Y series on-delay timers with four selectable time ranges feature control setting recognized, CE compliant. 


set by hand or screwdriver. Power ON and timing == RoHS Price Each 
and LED indicators. Operating temperature :-10°C ne Gee tinoian Supply | Price Each 
to +50°C. Oe Available Mfg. Part No. Time Range Voltage Stock No. 1+ 
SOCKETS AND ACCESSORIES ~ ® 45 mm x 45 mm, 11 Pin 
Shap on to:1.36" (e5mm) DINtals. , oS: @ HSCX-At1-N AC100-240 9.999s-9999h | 100VAC-240VAC | 53R1665 | 336.55 
C € 45 mm x 45 mm, 8 Pin 
@ HS5CX-L8D-N DC12-24AC24 0.001s-9999h 12V-24V 52R7884 304.67 
No. of Timing | Supply Price Each @ HS5CX-L8-N AC100-240 9.999s-9999h | 100VAC-240VAC 63R6158 318.52 
Mfg. Part No. Time Range Ranges Voltage | Current | Stock No. 1-4+ 45 mm x 45 mm, Screw Terminals 
Multifunction, 2 Changeover Relays @ H5CX-A-N AC100-240 0.001s-9999h | 100VAC-240VAC | 50R9064 | 357.42 
LO GTSY-2SNIA100 | ts-10min | 4 | 20VAC | SA | 16F280 | 50.07 = @ HSCX-AD-N AC24/D612-24 9.999s-9999h 12V-24V 55R0460 | 357.42 
> CONTINUED > > CONTINUED > 


1136 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


PANEL INSTRUMENTATION 


TIMERS 


1/16 DIN MULTIFUNCTION DIGITAL TIMER (CONT.) DIGITAL DAILY TIMERS (CONT.) 
Price Each Supply Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ Mfg. Part No. Time Range Voltage Stock No. 1+ 
@ Y92F-30 Flush Mounting Adapter 88K2030 19.29 45 mm x 45 mm, Panel Mount 
@ P2CF-11-E Socket, 11 Pin 98B1828 27.15 @ H5FB 24h-7Days 100VAC-240VAC. 88K1950 411.06 
@ P3GA-11 Socket, Back Connecting, 11 Pin 88K1976 35.14 45 mm x 45 mm, Track Mount 
@ P3G-08 Socket, Back Connecting, 8 Pin 88K1975 34.53 @ HSF-KB 24h-7Days 100VAC-240VAC. 88K1110 442.50 
@ P2CF-08-E Socket, Front Mounting, 8 Pin 8409861 23.23 PIM_51887 
@ Y92A-48G Terminal Cover, Finger Safe 88K1286 12.73 
PIM_72211 PROGRAMMABLE AM/PM WEEKLY TIMER 


1/16 DIN ANALOG SET ON-DELAY TIMERS 

@ Analog-Set Dial 

@ Field-Selectable Time Ranges from 0.05 Second to 300 
Hours or 0.1 Second to 600 Hours 

© Select 2-, 4-, or 6-Function Models to Handle Most 
Applications 

@ Wide-Range AC/DC Supply Voltage Models (AC100- 
240/DC100-125 or AC24-48/DC12-24) 

@ NPN Input; PNP Available 

© Short, 80mm (3.15”) Panel Mounting Depth with Socket 
Allows Space-Efficient Control Panel Design 

@ 8-or 11-Pin Mounting 

@ DPDT 5A@240VAC/30VDC Relay Output 

© Choice of Light Gray, Medium Gray, or Black Panel 


OMRON 


AUTOMATION & SAFETY 


j,| CE 


Covers to Match Panel Aesthetics 
Choose ON-delay, Repeat Cycle, Interval, and One-shot timing functions with 8-pin model and these functions 
plus Signal ON/OFF delay, Signal OFF-delay with 11-pin model. Universal supply voltage (AC100-240/DC100- 
125) OR (AC24-48/DC12-24), short, 80mm (3.15 in) panel depth with socket. Socket for mounting, ordered 
separately online or call. UL recognized, CSA certified, CE compliant. 
No. of Timing | Supply Price Each 
Mfg. Part No. Time Range Ranges Voltage | Current | Stock No. 1-4+ 
Off-Delay, Solid State, 8 Pin 
@ H3CR-H8L AC100-120 S 0.05s-12s 4 120VAC| 5A | 52F4142 | 148.94 
On-Delay, 1 Changeover Relay, 14 Pin 
@ H3CR-AAC100-240/ 0.05s-300h 8 240VAC| 5A | 95B5375| 170.98 
DC100-125 
@ H38CR-AAC24-48/DC12-48 | 0.05s-300h 14 48v 5A | 93B4352 | 170.50 
On-Delay, 1 Changeover Relay, 8 Pin 
@ H3CR-A8 AC24-48/DC12-48 | 0.05s-300h 14 48v 5A | 94B1639 | 146.46 
@ H3CR-A8-AC100-240/ 0.05s-300h 14 240VAC| 5A | 94B1633 | 174.35 
DC100-125 
On-Delay, 2 Changeover Relays, 8 Pin 
@ H3CR-A8E AC100-240/ 0.05s-300h 14 240VAC| 5A | 88K1948 | 149.98 
DC100-125 
PIM_3013 


1/16 DIN DIGITAL SET TIMER WITH BAR GRAPH 
DISPLAY 


H3CA timer offers accurate digital thumbwheel setting and 
easy-to-read LCD bar graph display for time remaining « 
and LCD indicator of output status. Eight field-selectable 
operation modes include ON-delay, signal interval/OFF- 
delay |, repeat cycle, signal OFF-delay (| and II), interval, 
cycle, and signal ON-delay/OFF-delay. Seven selectable 
timing ranges from 0.1 second to 9990 hours. Universal 
voltage 24-240VAC or 12-240VDC, control output SPST 
3A, 250VAC. Includes three no-voltage inputs for start, 
reset, and gate. Dimensions: 1.89H x 1.89W x 3.50”D (48 
x 48 x 89). Requires 11-pin socket, ordered separately; go 
online or call. UL recognized, CSA certified. 


OMRON 


AUTOMATION & SAFETY 


SS Geeinpian 
Available 
WG 


No. of Timing Price Each 

Mfg. Part No. Time Range Digits Ranges Current Stock No. 1+ 
Multifunction, Solid State 
@ H3CA-A 0.1s-9990h 3 7 3A 18M7364 293.27 
PIM_3015 
DIGITAL DAILY TIMERS om RON 
© Precise Control of Both Regular and Special (e.g., Half-day Operation) ON/ 

OFF Times AUTOMATION & SAFETY 


© Can be Set for Timed or Pulsed Operation and 
for Multiple-day Operation 

@ 2 Mounting Types Available: Panel or Track 
Mounting 

@ Timing Chart Displayed for At-a-glance 
Confirmation 

@ DIN-sized 1/16 (48 x 48mm) 

@ SPST-NO 15A Relay Output 

© Supply Voltage: 100-240VAC, 50/60Hz 

@ Power Consumption: Approximately 5VA 

NEMA 4 cover mfg. part no. Y92A-48N available; 

go online or call. UL recognized, CSA approved, 

SEV approved. 


Geeeinpian 
Available 
| WE 


Pl 
ye 


Panel Mount 


> CONTINUED > 
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OMRON 


AUTOMATION & SAFETY 


RoHS _ 
Compliant 
— & Available 


WG 


@ AM/PM Display 

24 Program Steps 

A Different Program Possible Each Day 

Over Midnight Setting Possible 

2 Independent 15A Control Circuits with Manual 
Mode 

Automatic or Manual Operation Following Power 
Failure 

Field-adjustable ON/OFF, Cycle, and Pulse Input 
Easy-to-use Prompted Programming 

Wide Supply Voltage Range 

10-year Battery Backup for Memory Protection 
DIN Size 72 x 72mm 

Contact Type: 2 SPST-NO Time-limit Contacts with 


Manual Override Switches 
@ Cycle Length: 1-minute to a Full Week 


Ideal for HVAC, lighting, and other system operations in commercial or industrial environments. UL recognized, 
CSA certified, SEV approved. Hard plate cover Y92A-72C, track mounting adapter Y92F-90, and NEMA 4 cover 
Y92A-72N available; go online or call. 

Supply Price Each 
Mfg. Part No. Time Range Voltage Stock No. 1+ 

68 mm x 68 mm, Flush Mount 

@ H5S-WB2 24h-7Days 100VAC-240VAC. 83K3461 393.58 

68 mm x 68 mm, Surface / Track Mount 

@ HSSWFB2 24h-7Days 100VAC-240VAC. 80K0833 472.72 
PIM_3042 


DIN RAIL MULTI-RANGE / MULTI-MODE SOLID-STATE om RON 

TIMERS 

@ Awide AC/DC power supply range (24 to 240 VAC/DC) 

@ All sub-series include models with 12-VDC power supply 

@ UL, CSA, and CCC certification and EN 61812-1 compli- 
ance, CE Marking 

@ EMC (EN 61812-1) compliance for application in heavy 
industrial, residential, commercial, or light industrial 
environments 


AUTOMATION & SAFETY 


RoHS _ 
Compliant 
Available 


@ Finger-safe terminal block and captive screws according c Us 
to EN 50274 
No. of Timing | Supply Price Each 
Mfg. Part No. Time Range Ranges Voltage | Current | Stock No. 1-4+ 

Multifunction, Solid State, 4 Mode, SPDT 

@ H3DK-S1 AC/DC24-240 | 0.1s-1200h 8 240V 5A 4170090 | 125.41 
Multifunction, Solid State, 8 Mode, DPDT 

@ H3DK-M2 AC/DC24-240 | 0.1s-1200h 8 240V 5A 4170089 | 170.88 
Multifunction, Solid State, 8 Mode, SPDT 

@ H3DK-M1 AC/DC24-240 | 0.1s-1200h 8 240V 5A 4170088 | 115.57 
PIM_195472 


MINIATURE SOLID-STATE TIME-DELAY RELAYS 


H3YN series miniature solid-state time-delay relays combine 
4 switch-selectable operation modes and time 
ranges into a single compact unit. Selectable 
operation modes include ON-delay, interval, or 
Tepeat cycle (ON-start or OFF-start). Choose long- 
range or short-range versions, each with 4 switch- 
selectable sub-ranges to meet your application 
requirements and improve accuracy (1% FS max.). 
Analog set dial lets users fine-tune timing for their Y 
specific applications. Dimensions: 1.10H x 0.85W x 
2.50"D (28 x 21.5x 63). Requires mounting socket, 
ordered separately. UL recognized, CSA certified 
and CE compliant. Other supply voltages and 

DC models are available; go online or call. 


OMRON 


AUTOMATION & SAFETY 


WG 


No. of Timing | Supply Price Each 
Mfg. Part No. Time Range Ranges Voltage | Current | Stock No. 1+ 

Multifunction, Solid State 
@ H3YN21AC100120 0.1min-10h 4 120VAC 5A 18M7367 | 126.73 
@ H3YN-4 AC100-120 | 0.1s-10min 120VAC 3A 88K1109 151.39 
@ H3YN-2 AC100-120 | 0.1s-10min 4 120VAC 5A 88K1949 105.09 
PIM_3037 

elementiu 1137 


PANEL INSTRUMENTATION 
TIMERS 


PROGRAMMABLE 24-HOUR TIMER 


HBL series programmable 24-hour weekly timer features easy front-panel set- 
up, 24-hour (military time), 7-day programming, and large, 
easy-to-read LCD display. Unit offers 2 independent SPST 
15-amp circuits (with manual override switches) and wide 
operating voltage: 100-240VAC. Ideal for HVAC, lighting, 
and other system operations in commercial or industrial 
environments. Programs may be tailored to daily routines 
within single 24-hour periods. Built-in 10-year battery 
protects programming. Unit may be panel, surface or DIN 
rail mounted. Dimensions: 3.8H x 3.8W x 2.25"D (96 x 96 x 
57mm). UL recognized, CSA certified. 


OMRON 


AUTOMATION & SAFETY 
bd y RoHS 
Vitti Geena 


Ela | 


Available 


Supply Price Each 
Mfg. Part No. Time Range Voltage Stock No. 1-4+ 
92 mm x 92 mm 
@ HSL-A 24h-7Days 100VAC-240VAC. 52F4158 440.11 
PIM_3040 
MODEL 722 AND 732 ELECTROMECHANICAL Hi REDINGTON® 
COUNTERS 


TOTALLY SEALED HOUR METERS coe 


QUARTZ 


000308 
a 


Fig. 1 


Fig. 3 Fig. 4 
RoHS — 
Compliant 
Available 
° 
cANis 


@ UL/cUL Recognized, CE & RoHS Compliant 
@ 6 Figure, 99999.9 


Fig. 5 


Fig. 6 


© Model 722 operating range: 90-240VAC 50/60Hz 
© Model 732 operating range: 18-30VDC 
© Totally Sealed 


The Reding Model 722 (AC Hour Meter) no longer requires two separate meters, one for 115VAC and one for 


230VAC. The Redington Model 732 (DC Hour Meter) are protected for 2x battery voltage and/or reverse polarity. 
A quartz time base insures accurate long-term time keeping. Models have a square front panel dimension of 
1.90” [48mm x 48mm]. Three adapter panels are also available for fitting additional panel dimensions. 
Supply Price Each 
Mfg. Part No. Time Range Voltage Stock No. 1-9+ 
24.1 mm x 36.8 mm, Fig. 1 
@ 732-0004 0s-99999.9h 10VDC-80VDC 88H4282 37.04 
@ 722-0001 0s-99999.9h QOVAC-264VAC 78H0980 37.04 
24.1 mm x 36.8 mm, Fig. 2 
@ 722-0002 0s-99999.9h QOVAC-264VAC 52M1956 36.31 
48 mm x 48 mm, Fig. 5 
@ 722-0030 0s-99999.9h 9OVAC-264VAC 05N0105 29.30 
Fig. 3 
@ 722-0003 0s-99999.9h QOVAC-264VAC 97H1577 36.31 
Fig. 4 
@ 732-0001 0s-99999.9h 10VDC-80VDC 82H1901 29.89 
@ 722-0004 0s-99999.9h 9OVAC-264VAC 97H1578 30.49 
Fig. 6 
@ 732-0013 0s-99999.9h 10VDC-80VDC 05N0106 29.89 
Price Each 
Mfg. Part No. Description StockNo. | 1-4- __ 
@ 5003-010 Sealing Gasket for 722-0001, 732-0004 05N0095 1.18 
@ 5003-009 Sealing Gasket for 722-0002, 732-0002 05N0094 424 
@ 5003-011 Sealing Gasket for 722-004, 732-0001 66M8751 4.29 
@ 5003-008 Sealing Gasket for 731-0013, 732-0014, 732-0023, 732-0024 | 05N0093 2.02 
PIM_89428 
710 AC HOURMETERS Hi BEDINGTON® 
COUNTERS 


Widely used in panel applications where number size and visibility are critical. | | | 
Tough Lexan bezel and distinctive styling enhance 
appearance and durability. 6-digit non-reset, 0.19” 
numerals, 6 oz., 3 watt (nominal). 2.84” diameter bezel. 
230, 115 or 24VAC versions. Temperature range: -20°F 
to +160°F; panel cutout 2.21” dia., 2.44 to 2.53” slotted 
mounting holes. All are 99,999.99 hrs. UL recognized, CSA 
certified, CE compliant. 


INC. 


RoHS 
Compliant 
Available 


> CONTINUED > 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


710 AC HOURMETERS (CONT.) 


Supply Price Each 

Mfg. Part No. Time Range Voltage Stock No. 1-9+ 
8” Lead Connection 
@ 710-0001 0s-99999.9h 115VAC 90F8434 84.58 
Terminal Block Connection 
@ 710-0002 0s-99999.9h 115VAC 48M1312 84.58 
PIM_2774 
HOURMETERS HI BEDINGTON® 

COUNTERS 
BBinc. 
a 
00000RH @ 
nouns 
2440130 711-0020 
711-0113 
— 711-0150 


RoHS — 
Compliant 
Available 


A} 00000RF 


N a 


711-0160 


711-0190 


7 digit, numerals magnified to 0.14”, 2 oz., 2 watts (nominal AC), 0.4 watts (DC). Temperature range -13°F to 
+185°F, mounting by retaining clip or 2-screw mounting kit not included, 1.45” x .87” panel cutout. 1/4” spade 
terminals obtainable by removing screws from clamp. All are 99,999.99 hrs. AC models UL recognized, CSA 
certified, CE compliant. DC models CE compliant only. 

7 digit, 0.14” numerals, 4 oz, 3 watts (nominal), temperature range -22°F to +158°F; panel cutout 1.99” dia. 
or 1.81” sq; incorporates retaining clip or 3-screw mounting kit included. 1/4” spade terminals obtainable by 
removing screws from clamp. All are 99,999.99 hrs. UL recognized, CSA certified, CE compliant. 


| Supply Price Each 
Mfg. Part No. Time Range Voltage Stock No. 1-9+ 
2.1 mm x 36.8 mm, Rectangular, 2 Hole Mount 

@ 711-0130 0s-99999.99h 103.5VAC-126.5VAC. 48M1317 69.08 
@ 711-0131 0s-99999.99h 207VAC-253VAC. 48M1318 68.86 
2.1 mm x 36.8 mm, Rectangular, Panel Mount 

@ 711-0113 0s-99999.99h 103.5VAC-126.5VAC. 48M1316 68.86 
22.1 mm x 36.8 mm, Rectangular, 2 Hole Mount 

@ 731-0040 0s-99999.99h | 10VDC-28VDC 48M1323 76.15 
25.1 mm x 50.3 mm, Rectangular, Panel Mount 


@ 711-0019 0s-9999.99h 103.5VAC-126.5VAC. 48M1314 178.89 
@ 711-0020 0s-99999.99h 103.5VAC-126.5VAC. 48M1315 68.86 
46 mm x 46 mm 

@ 711-0180 0s-99999.99h | 103.5VAC-126.5VAC 52M1953 108.43 
46 mm x 46 mm, Square, Panel Mount 

@ 711-0190 0s-99999.99h | 103.5VAC-126.5VAC 48M1322 68.86 
Round, 3 Hole Mount 

@ 711-0160 0s-99999.99h 103.5VAC-126.5VAC. 48M1320 85.73 
@ 711-0162 0s-99999.99h 207VAC-253VAC. 48M1321 116.50 
Round, Panel Mount 

@ 711-0150 0s-99999.99h | 103.5VAC-126.5VAC 48M1319 69.72 
PIM_272 

ELAPSED TIME METERS 


ELAPSED TIME 


1357ET 109ET SSET 


2153ET 


S7ET 


Style 55ET 3.5” size, 120VAC or 240VAC input power. Accuracy synchronous with AC power. Styles 57ET, 
1357ET and 2153ET 3.5”, 120VAC input power. Accuracy synchronous with AC power. Style 112ET 1.5” size, 
120VAC input power. Accuracy =0.01% /24 hrs. Style 109ET 1.5” size, 10-80VDC input power (100-265VAC with 
optional style 03619 adapter; go online or call). Accuracy =0.01% /24 hrs. All styles totalizing, non-resettable. 


> CONTINUED > 
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ELAPSED TIME METERS (CONT.) 


Supply Price Each 
Mfg. Part No. Time Range Voltage Stock No. 1+ 

1357ET 

03595 0s-99999.9h 120VAC 55F4360 199.45 
2153ET 

17720 0s-99999.9h 120VAC 57F2473 195.19 
44.96 mm x 44.96 mm, 109ET 

03618 0s-99999.9h 10VDC-80VDC 46F1399 89.08 
45.01 mm x 45.01 mm, 112ET 

03622 (112ET) 0s-99999.9h 120VAC 12C8566 62.64 
55ET 

03580 0s-99999.9h 120VAC 55F4359 196.33 

03600 0s-99999.9h 240VAC 55F4363 196.70 
57ET 

03590 0s-99999.9h 120VAC 55F4361 191.52 
PIM_2378 


P&B 10A MULTIFUNCTION TIME-DELAY RELAY 


DPDT multifunction time-delay relay for plug-in or panel 
mounting. Five timing functions selectable via rotary switch. 
0.1 sec. to 9,990 hr. timing range. Fixed input type (120VAC 
+15%). Rated 10A @ 30VDC/277VAC resistive. 1/16 DIN 
style enclosure with 11-pin octal plug-in base. Thumbwheel 
switches for programming delay time. Outline dimensions in 
inches (mm): 2.83 (71.9)L x 1.88(47.8)H x 1.88(47.8)W. Use 
SSA-24C667 mounting clip to secure relay in panel-mount 
applications. UL recognized E22575, CSA certified LR15734. 


=1e 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS 
Compliant 
pvaled 


o. 
Q: 


Supply Price Each 
Mfg. Part No. Time Range Voltage Stock No. 1-4+ 
45 mm x 45 mm 
CNM5 0.1s-9990h 102VAC-138VAC. 93F1051 es 
Price Each 
Mfg. Part No. Description Stock No.|  1-1-9+ 
@ 27E123 Socket, Screw, 11 Pin, for CB, CD, CG, CH, CK, CN1, CNS, CNT} 57F3432 10.68 
Series 
@ 27E892 Socket, Screw/DIN/Snap, 11 Pin, for CB, CD, CG, CH, CK, CNM5, | 46F3588 14.57 
CNS, CR, CS Series 
PIM_2711 


P&B 10A MULTIFUNCTION, DIGITAL TIME-DELAY RELAY/ 


COUNTER 


1/16 DIN enclosure 

10 programmable timing modes 

2 counting modes 

Thumbwheel switches for digital programming 
LCD digital readout 

11-pin octal plug-in base 

Time-delay from 0.1sec to 9990 hr. 


CNT Series are multi-functional, digitally programmable, 


time-delay relays/counters. 


DPDT, _ silver-cadmium 


oxide alloy contacts, rated 10A @ 240VAC/30VDC. 
Temperature range: -10°C to +55°C. Outline dimensions 


"Potter & Brumtieig 


siya 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS _ 
Compliant 
Available 


tee CC 
For use with mounting clip mfg. part no. SSA-24C667 for 
securing relay in panel-mount applications. a) 
Supply Price Each 
Mfg. Part No. Time Range Voltage Stock No. ‘he 
45 mm x 45 mm 
CNT-35-26 0.1s-9990h 12VDC 90F7642 eee 
CNT-35-96 0.1s-9990h 24V-240V 90F7644 — 
CNT-35-76 0.1s-9990h 120VAC 90F7643 = 
Price Each 
Mfg. Part No. Description Stock No.| 1-1-9+ 
@ 27E123 Socket, Screw, 11 Pin, for Mat CG, CH, CK, CN1, CNS, CNT} 57F3432 10.68 
eries 
@ 27E892 Socket, Screw/DIN/Snap, 11 Pin, for CB, CD, CG, CH, CK, CNM5, | 46F3588 14.57 
CNS, CR, CS Series 
PIM_3089 


1.800.463.9275 © newark.com 


PANEL INSTRUMENTATION 


TIMER 


VEEDER-ROOT BRAND MITE SERIES ELECTRONIC 
TOTALIZING COUNTERS, RATE INDICATORS, AND 
TIME METERS 

MITE series 7mm high (8-digit) LCD displays feature 
compact overall size. Fit 45 x 22mm panel cut-out. 
Totalizers are powered by an internal lithium cell. 

Model 79998D-110 is unidirectional and capable of 

count speeds to 10kHz. Self-powered timer model 
79998D-510 has timing ranges for seconds or minutes 

and seconds; model 79998D-610 has timing ranges for ys 


Fveever-noor 


wW Eagle Signal Controls 


hours or hours and 1/100ths. All units rated NEMA-4/ popes 
IP65. Order input adaptors; go online or call. 
Supply Price Each 
Mfg. Part No. Voltage Stock No. 1+ 
22 mm x 45 mm, Timer, Hours & 100ths 
079998D-610 18VDC 2707532 209.87 
22 mm x 45 mm, Timer, Minutes & Seconds 
079998D-510 18VDC 2704586 206.65 
22 mm x 45 mm, Totalizer 
79998D-110 18VDC 63K9812 194.89 
PIM_2918 
Counters 
No. of Supply Price Each 
Mfg. Part No. Digits Voltage Stock No. 1+ 
Count Totalizer, 12-250VAC/VDC Count Input 
342-0474 8 48F2150 195.01 
Count Totalizer, Contact or Logic-Count Input 
342-0562 6 12VDC-24VDC 48F2157 259.46 
342-0464 8 ae 48F2149 145.29 
342-0462 8 12VDC-24VDC 01B2159 183.07 
Tachometer 
0342-3464 8 fe 48F2155 219.76 
342-3462 8 12VDC-24VDC 48F2156 286.80 
PIM_5595232 


VEEDER-ROOT BRAND HOURMETERS 3 vccper-noor 


wW Eagle Signal Controls 


| Mi veeoen-noor 


| cov dom) e 


TOTAL HOURS 


Round, Rectangular 
Series 7795 rugged and reliable electric hourmeters fit 2" diameter round or 0.95 x 1.45” rectangular panel 
cutouts. 1/10 hour increments with capacity to 99999.9 hours (DC models: 9999.9) and 1% accuracy. Models 


for 120VAC or 10 to 32VDC operation. Compact, easy to install. Sealed against dirt and moisture and non- 
resettable. Ideal for use on any equipment to determine usage, maintenance and warranty periods. Temperature 
range: AC models: -65° to +154°F (-18° to +68°C); DC models: -40° to +185°F (-40° to +85°C). 
Supply Price Each 
Mfg. Part No. Time Range Voltage Stock No. 1+ 
29.21 mm x 36.5 mm, Rectangular, AC, Screw Terminals 
0779536-201 0s-99999.9h 108VAC-132VAC 87F1089 = 
29.21 mm x 36.5 mm, Rectangular, DC Spade Terminals 
0779565-216 0s-9999.9h 10VDC-32VDC 87F1091 = 
29.21 mm x 36.5 mm, Round, AC, 7” Leads 
0779526-201 0s-99999.9h 108VAC-132VAC 2707866 = 
29.21 mm x 36.5 mm, Round, AC, Screw Terminals 
0779516-201 0s-99999.9h 108VAC-132VAC 7109395 = 
29.21 mm x 36.5 mm, Round, DC Spade Terminals 
0779555-216 0s-9999.9h 10VDC-32VDC 87F1090 396.77 
PIM_2758 


EAGLE SIGNAL BRAND B856 SERIES 
MULTIFUNCTION TIMERS 


Feature a compact 1/16 DIN housing, precise digital setting, versatile 

functionality, and straightforward button-per-digit interface. Programmable Ww Eagle Signal controls 
to perform On-Delay, Off-Delay, Interval, or Repeat Cycle 
timing functions. Capable of performing the function 
of 2 separate timers. DPDT relay contact output. All 
programming is done from the front panel. Display: dual- 
line LCD. 


Fveever-noor 


EAGLE M18S6 


> CONTINUED > 


elementiy 1139 


PANEL INSTRUMENTATION 
TIMERS 
EAGLE SIGNAL BRAND B856 SERIES MULTIFUNCTION TIMERS (CONT.) 
No. of Timing Price Each 
Mfg. Part No. Time Range Digits Ranges Current Stock No. 1+ 
Multifunction, 2 Changeover Relays, 1x Timed & 1x Instantaneous SPDT 
B856-511 0.01s-9999h 4 5 5A 91F3080 440.71 
Multifunction, 2 Changeover Relays, Timed DPDT 
B856-500 0.01s-9999h 4 5 5A 91F3079 360.86 
PIM_15427 


EXTERNAL PORTABLE AND SWITCHBOARD SHUNTS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


DATEL ACA-20 SERIES AC AMMETERS WITH BUILT-IN 
CURRENT TRANSFORMERS 


Murata Power Solutions 

ein ‘ 
Compliant 
Available 

cds 


ZA 


° — 
ACA-20PC ACA-20RM 
Price Each 
Mfg. Part No. Range Description Stock No. 1-4+ 
AC Current 
Portable Shunts @ ACA-20PC-1-AC1-RL-C 0A to 1.999A Digital LED Display 39M6189 = 
Switchboard Shunts @ ACA-20PC-2-AC1-RL-C 0A to 19.99A Digital LED Display 39M6191 93.26 
Use with analog or digital DC ammeter panel or switchboard meters requiring external shunts. Available in 50mV @ ACA-20RM-2-AC3-RL-C OA to 19.99A True RMS 39M5929 _ 
or 100mV drop. Accuracy: +1%. 5' leads included. @ ACA-20RM-5-AC3-RL-C OA to 30A True RMS 39M6202 we 
Current Price Each @ ACA-20PC-3-AC1-RL-C OA to 50A Digital LED Display 39M6193 | 125.52 
Mfg. Part No. Rating Accuracy Stock No. 1+ @ ACA-20PC-4-AC1-RL-C OA to 100A Digital LED Display 39M6195 100.44 
100mV Portable Shunts PIM. 83941 
06716 10A 1% | 90B8694 96.59 
06717 100A 1% 94F8780 112.53 
- DATEL® ACA5-20PC SERIES 5AMP INPUT AC 
50mV Portable Shunts 
1A 1% 12€2429 AMMETERS ; 
06700 fi 95.42 © Scales and displays the output of 50:5A to 2000:5A Murata Power Solutions 
06703 5A 1% 12€2431 — current transformers RoHS | 
06704 10A 1% 4202432 ae © On-board 5A current transformers complant 
© Scaling/interface circuitry a 
96705 15A 1% p2czEse, — © Precision A/D converters A \¥ us 
06707 25A 1% 12C2437 ex ® Bright red LED displays 
06709 50A 1% 1202438 =a © Subminiature, 1.38” x 0.88" package @ 
a © Digital replacements for analog ammeters 
oer ies Ve esn26y 82:79 5A current transformers for all ACA5-20PC series AC 
06713 100A 1% 55F2569 — ammeters are available, go online or call . 
06715 200A 1% 55F2570 82.79 
Switchboard Shunts Price Each 
a [eae acs 
06500 100A 1% 9406989 83.67 Mfg. Part No. Range Stock No. 1-4+ 
06504 200A 1% 55F2572 88.15 AC Current 
08506 300A 1% 55F2573 104.53 @ ACAS-20PC-1-AC1-RL-C OAto 50A 30M6234 86.08 
06508 500A is CEG 134.63 @ ACAS-20PC-3-AC1-RL-C OAto 100A 39M6241 86.08 
PIM 3466 @ ACAS-20PC-5-AC1-RL-C OA to 199.98 39M6243 86.08 
@ ACA5-20PC-9-AC1-RL-C 0A to 500A 39M6247 81.02 
ACM20 SERIES FOUR-FUNCTION AC POWER METERS Sco EEE 
Features ‘oti ere 
© Displays AC volts, amps, watts, and power factor Mfg. Part No. Description stockiNo: ii 
© User-selectable display modes: continuous auto @ 7020-01040-0 Current Transformer, 200:5 40M4744 = 
cycling, or fixed reading Getimpian @ 7020-01036-0 Current Transformer, 50:5 40M4740 = 
© Universal 85-264Vac (47-63Hz) operating range vane Fa niet 


@ Built-in current transformers simplify installation 

@ Ideal for power distribution units (PDUs) and 
power strips 

© True-rms readings of complex voltage and 
current waveforms 

© Low-power consumption: less than 1/4watt from 

120Vac 

One-piece polycarbonate housing fits OU and 1U racks 

Surface mount design occupies minimal panel space 

Bright red LED-display with four annunciators 

Optional frequency reading models (0.1Hz resolution) 


DOATEL «er 


ACM20 series AC power meters display the most critical measurements in mains-powered equipment: 
voltage, amperage, active power (watts), and power factor. A front panel selector-switch provides two modes of 
operation: a fi xed reading of any of the four parameters, or a continuous cycling through all four measurements. 
An optional model displays line frequency with 0.1Hz resolution. All ACM20 multi-function power meters include 
built-in current transformers—no other user-supplied components are required. ACM20 series AC power meters 
are available in a choice of two input ranges: 0-32A (with 0.01A resolution, 9999 watts max.); 0-100A (0.1A 
resolution, 26.4kW max.). An 85-264Vac (47-63Hz) operating supply range makes these power meters perfect 


DATEL® DCA5-20PC SERIES DC AMMETERS AND 


EXTERNAL SHUNTS 
© Scales and displays the output of 5A to 2000A, 
50mV AND 100mV shunts 
© Wide power supply inputs: 5 to 40Vdc for 
12V/24V/28V 
48V option for telecom supplies 
Isolated-supply models for high-side shunts 
Available in red, blue or green LED displays 
Subminiature, 1.38” x 0.88” package with screw- 
style terminal blocks 
@ Digital upgrade for analog meters 
50mV and 100mV base-mounted current shunts are 
designed for measuring DC currents from 5A to 1200A. These precision shunts (40.25% accuracy) connect 
directly to DCA5-20PC series DC ammeters. 


Murata Power Solutions 


RoHS _ 
Compliant 
Available 


for worldwide power monitoring applications. And, unlike conventional, average-responding products, ACM20 Price Each 
power meters can accurately display the true-rms voltage and current values of triangle waves, square waves, Mfg. Part No. Range Description | Stock No. 1-4+ 
and other irregularly shaped waveforms, with an accuracy of 1% of full scale. DC Current 
Price Each @ DCA5-20PC-2-DC4-RL-C | 0A to 1A/ 0A to 10A/ 0A to 100A} 8-36VDC, Red | 39M7983 | 70.52 
Mfg. Part No. Range Description StockNo.| — 1-4+ / 0A to 1KA 
AC Current / AC Voltage / Frequency / Power @ DCA5-20PC-6-DC4-RL-C | 0A to 2A / 0A to 20A / 0A to 200A] 8-36VDC, Red | 39M7987 | 70.52 
@ ACM20-2-AC1-R-C | 0A to 9.999A / 85V to 264V /| Power Factor Reading | 99R9661 87.90 OA to 2KA 
47Hz to 63Hz / OW to 999.9W. @ DCA5-20PC-1-DC1-RL-C| OAto 5A/0A to 50A/0Ato 500A | 5-40 VDC, Red | 16M5582 | 42.72 
@ ACM20-5-AC1-R-F-C | 0A to 32A/ 85V to 264V /47Hzto| Frequency Reading | 29R0786| 66.12 @ DCA5-20PC-1-DC4-RL-C| OAto 5A/0A to 50A/ 0A to 500A | 8-36VDC, Red | 29M7392 | 66.38 
63Hz / OW to 9999W Price Each 
-4-AC1-R-F-C | OA to 100A/ 85V to 264V /47Hz} F Readi 29R0784 =] 
@ACMO-LACIR EC 7 63Hz / OW ra pant z Rene eae TGI58 Mfg. Part No. Description Stock No. 1-1-4+ 
@ ACM20-4-AC1-R-C_ | OAto 100A/ 85V to 264V / 47Hz | Power Factor Reading | 29R0783 | 66.63 © 3020-01108-0 Shunt, 100mV/100 A 40M4337 30.46 
to 63Hz / OW to 26.4kW @ 3020-01107-0 Shunt, 100mV/10 A 33M7180 30.46 
PIM_156279 @ 3020-01099-0 Shunt, 50mV/100 A 40M4329 29.08 
@ 3020-01101-0 Shunt, 50mV/200 A 40M4331 37.38 
@ 3020-01098-0 Shunt, 50mV/20 A 40M4328 29.08 
> CONTINUED > 
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DATEL® DCA5-20PC SERIES DC AMMETERS AND EXTERNAL SHUNTS 


(CONT.) 
Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 
@ 3020-01103-0 Shunt, 50mV/500 A 40M4333 37.38 
@ 3020-01096-0 Shunt, 50mV/50 A 40M4326 29.08 
@ 3020-01097-0 Shunt, 50mV/5A 40M4327 29.08 
PIM_83948 


DATEL® LOCALLY POWERED 4-20mA INPUT PANEL 
METERS 


DMS-40PC 
DMS-30PC 


@ 31/2 and 41/2 digit resolutions; LED/LCD displays 
@ 4LED options including low-current and high-in- 
tensity red 


© 3 power supply options: +5, +24V “I” or 7.5-32V input connections 


| muRata |Ps 


Murata Power Solutions 


RoHS _ 
Compliant 
Available 


@ DIP-switch selectable span/offset/decimal points 
® On-board gain/span and zero/offset trim pots 
© Vibration-resistant package; reliable screw-terminal 


@ 24V “I” models isolate loop inputs from power © Miniature size: 2.17 x 0.92 x 1.02” 
ground 
Price Each 
Mfg. Part No. Range Description Stock No. 1-4+ 

Current Loop Indicator 

@ DMS-30PC-4/20S-24BS-I-C 4mA to 20mA Blue 87K3682 105.75 
@ DMS-30PC-4/20S-24RL-C 4mA to 20mA Red, Low Power 16M5736 75.00 
@ DMS-30PC-4/20S-24RS-|-C 4mA to 20mA Red, Standard 87K3683 98.96 


PIM_83955 


DATEL® LOOP-POWERED 4-20mA PROCESS 
MONITORS 


| muRata |Ps 


Murata Power Solutions 


RoHS — 
Compliant 
Available 


PANEL INSTRUMENTATION 
DIGITAL PANEL METERS 


DATEL® SELF-POWERED 2-WIRE DC VOLTMETERS 


Murata Power Solutions 


RoHS 
Compliant 
Available 


Red LED Display 
LCD Display 

© Self-powered, only two connections required @ -25 to +60°C operating temperature 

© Low power consumption © Subminiature 1.38 x 0.88 x 1.0” package 
DMS-20LCD-0/1 and DMS-20PC-3/7 are reverse polarity protected and epoxy-encapsulated. DMS-20LCD-0 
and 1 has built-in “Vdc” annunciator and constructed with rugged ABS plastic. DMS-30PC-0/1/3 provide ideal 
digital replacements for analog panel meters. Accessories available, go online or call . 

Price Each 
Mfg. Part No. Range Description Stock No. 1-4+ 

AC Voltage 

@ DMS-20PC-1-LM-BF-C 85V to 264V LED, Blue 16M5678 TS 
DC Voltage 

@ DMS-20PC-3-DCM-C 2V to 11V LED, Red 87K3658 53.02 
@ DMS-20PC-0-DCM-B-C 4.5V to 19.99V LED, Blue 87K3636 66.38 
@ DMS-20PC-0-DCM-C 4.5V to 19.99V LED, Red 87K3637 58.91 

@ DMS-20LCD-0-DCM-C 6.5V to 18V LCD 87K3627 35.34 
@ DMS-20LCD-1-DCM-C 8V to 50V LCD 87K3630 35.34 
@ DMS-20PC-1-DCM-B-C 8V to 50V LED, Blue 87K3644 69.51 

@ DMS-20PC-1-DCM-C 8V to SOV LED, Red 87K3645 58.91 

@ DMS-20PC-8-DCM-C 30V to 199.9V LED, Red 16M5702 53.62 

DMS-20PC-8-DCM 30V to 199.9V LED, Red 01K5608 = 
@ DMS-20PC-2-DCM-C 30V to 264V LED, Red 16M5683 45.00 


PIM_83956 


DATEL® DMS PANEL METER ACCESSORIES 


a: 


Murata Power Solutions 


RoHS — 
Compliant 
Available 


Price Each 
Mfg. Part No. Description Stock No. 1-4+ 
@ DMS-EB2-C Application Board, DMS-20 16M5642 24.90 
DMS Cone . @ DMS-EB-C Application Board, DMS-30/40 16M5635 17.10 
DMS-30LCDA @ DMS-BZL3C Bezel Assembly, DMS-20 28M9623 5.34 
© Self-powered, no separate supply required © DIP-switch selectable span/offset/decimal points @ DMS-BZL4-C Bezel Assembly, DMS-20, with Gasket 28M0113 7.07 
@ 31/2 and 41/2 digit resolutions; LED/LCD displays © On-board gain/span and zero/offset trim pots @ DMS-BZL1-C Bezel Assembly, DMS-30/40 27M1862 5.42 
* Inui epporere ilseeLED $F eet pputeneconbiairs | “= pys.anzzc | Bes ssenby, ONS 2040, wih Gade! |S [9.12 
© Small packages; Large digits: 0.37"/9.4mm input connections 4320-01069-0 Connector Housing, 6 Position 35M5018 1.39 
Price Each @ 4400-01032-0 Crimp Terminal, 26-22AWG 40M4429 1.33 
Mfg. Part No. Range Description Stock No. 1-4+ @ 7805SR-C High Efficiency Switch Regulator 87K6146 12.47 
Current Loop Indicator DMS-20-CP Panel Cutout Punt, DMS-20 01K5530 = 
@ DMS-20LCD-4/20P-C 3.8mA to 20.4mA LCD, Positive Reading 16M5667 59.57 @ 4320-01072-0 Socket, DIP 40M4427 1.39 
@ DMS-20LCD-4/20S-C 4mA to 20mA LCD, Unipolar 87K3634 63.62 @ 4320-01074-0 Socket, SIP 35M5019 1.03 
@ DMS-40LCD-4/20S-C 4mA to 20mA LCD, Unipolar, 4.5 Digits 87K3686 121.93 PIM_83969 
@ DMS-30LCDA-4/20S-C 4mA to 20mA LCD, Unipolar, Full Size 87K3667 79.43 
SONS ECB Amato coma LED, Bipolat (sey Logs 4-20mA LOOP POWERED UNITS AND BEZELS 
@ DMS-20PC-4/20P-C 4mA to 20mA LED, Positive Reading 16M5698 81.02 @ LASCAR 
@ DMS-20PC-4/20S-C 4mA to 20mA LED, Unipolar 16M5699 86.08 


PIM_83949 


DATEL® 2-WIRE AC LINE VOLTAGE MONITORS 


@ Plugs directly into 120V wall outlet 

© Screw terminals for panel mounting 

© Large easy to read, red, green or blue LED 
displays 


| muRata |Ps 


Murata Power Solutions 


RoHS 
Compliant 
Available 


NEMA 4X Bezel 


DPM 942 


This range of LCD 4-20mA loop powered meters is available in three sizes. Optional NEMA 4X rated bezels for 
the DPM 742-BL and DPM 942 are available. 


Gein : 
Compliant 
© Fully encapsulated for harsh environments Avalteb|9 Price Each 
@ Half-wave averaging, rms calibrated | 126] @) G Mfg. Part No. Range Girnaatin ao 
@ UL, CSA and IEC1010-1 certified : 
Current Loop Indicator 
@ DPM 942 4mA to 20mA | 02H6483 a 
Price Each DC Voltage 
Mfg. Part No. Range Description Stock No. 1-4+ @ DPM 750S-BL OmV to 200mV 02H6482 a 
AC Voltage @ DPM 959B OmV to 200mV | 69H7230 83.99 
@ DMS-20PC-1-LM-B-C 85V to 264V | Blue LED, Threaded Standoffs 87K3648 (als Thermocouple 
@ DMS-20PC-1-LM-F-C 85V to 264V Red LED, Blade Terminals 87K3650 65.97 @ DTM 995B -200°C to +1300°C 2372624 88.99 
@ DMS-20PC-1-LM-C 85V to 264V Red LED, Threaded Standoffs 87K3649 74.16 PIM_73562 
PIM_83957 
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PANEL INSTRUMENTATION 


DIGITAL PANEL METER 


SPLASHPROOF ROUND-HOLE FITTING PANEL 
METERS 


(@ LASCAR 


EMT 1900 


EMV 1200 


EM32-1B EMV 1200-40 


EM32-1900 
The EM Series is a splashproof range of LCD meters each fitted with a threaded stud, allowing users to mount 


the product through a 7/32 hole. A rubber seal (supplied) provides splashproof protection when fitted between 
the meter and mounting panel. The EM32 Series is designed to be panel mounted with 1.28” diameter hole, is 
NEMA 4-x protected and available in LCD and LED 3 1/2 digit format. 
Price Each 
Mfg. Part No. Range Description | Stock No. [+ 
@ EMC 1500 Hour Meter | 36C2801 | 42.99 
DC Voltage 
@ EMV 1025S-01 OmV to 200mV Preset 36C2803 | 32.99 
@ EM32-1B OmV to 200mV Round 50H3922 — 
@ EMV 1125 OmV to 200mV User Set | 7307319 — 
@ EMV 1200 4V to 25V 36C2804 | 40.99 
@ EMV 1200-40 4V to 40V 28K2619 | 41.99 
Temperature 
@ EM32-1900 -40°C to +105°C / -40°F to +221°F 2372642 | 95.49 
@ EMT 1900 -10°C to +50°C / +14°F to +122°F / -20°C to 36C2802 | 37.99 
+220°C | -4°F to +428°F 
Price Each 
Mfg. Part No. Description Stock No. [14-9 
@ NTC-PROBE-1900 NTC Thermistor Probe 2372957 26.99 
PIM_69456 
DC VOLTMETERS W NEWPORT: 


RoHS _ 
Compliant 
Available 


2001 215 


201AN 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


1/8 DIN 3-1/2-DIGIT PANEL MINI-METERS (CONT.) 


Price Each 
Mfg. Part No. | Range Description StockNo. | 1+ 
Process 
205-PA1,G,C2 4mA to 20mA Green Display 20C7903 =a 
205-PA1,R,C1 4mA to 20mA Red Display 93F5154 = 
Temperature 
205-JF1,R,CO -346°F to +1400°F Red Display 90F8941 = 
205-TC2,G,C8,BL -199.9°C to +199.9°C Green Display 09X6258 — 
205-TF1,R,C0,BL -157°F to +752°F Red Display 09X1776 ash 
205-KF1,R,CO -157°F to +1999°F Red Display 90F8943 = 
Thermocouple 
@ 205-TC2,6,C8 | -199.9°C to +199.9°C Green Display 73J4838 sas 
PIM_2301 
IDP SERIES PROCESS METER WNEwport: 


4-digit LED process meter that has user-selectable inputs 
of 4-20mA, 20-4mA, 0-5V, 1-5V or 0-10V 1/8 DIN case 4” 
deep. Removable screw terminals for easy connections. 

CE compliant. UL listed. \ 


Price Each 
Mfg. Part No. Range Description StockNo.| 1+ 
DC Current / DC Voltage 
IDP-2 4mA to 20mA/ OV to 5V/ 1V to 5V/0V to 10V | Green LED, 115Vac | 92B7223 = 
IDP-4 4mA to 20mA/ OV to 5V/ 1V to 5V/ OV to 10V | Red LED, 10-32 Vdc] 16F1116 as 
IDP-0 4mA to 20mA/ OV to 5V/1V to 5V/0V to 10V| Red LED, 115 Vac | 88F1042 — 
PIM_2387 


INFCAC SERIES TRUE RMS VOLTAGE AND CURRENT NEWPORT’ 


CE 


The Newport INFCAC true RMS meters compute the true root-mean-square value of complex signals. Both DC 
+AC and AC coupled connections are included. AC coupling allows the measurement of the AC component (or 


ripple) from a signal with both AC and DC component 
voltage and current supplied to motors or heaters con 
analog output of 4-20mA or 0-10V allows either con! 


is. True RMS meters are especially useful in monitoring 
rolled by an SCR or Triac circuit. Optional user scalable 
rol or recorder interface. Optional dual 5A relays give 


Factory calibrated for DC input range indicated. Bright, 0.56” (14.22) LED display. Decimal point programmable additional control capability. The optional plug-in communication options can be added at any time allowing the 
at connector. 201AN and 2001 series are 120VAC and fit standard 1/8 DIN panel cutout. Mfg. part numbers with instrument to grow with your application. 
D4 suffix feature screw-terminal barrier strip standard for signal and power; with suffix BL feature lens without Price Each 
Newport logo. 215 series are 5VDC and fit half-height 1/16 DIN panel cutout; solder-tab board edge connector a [-____———_. 
standard. Display range is 3-1/2-digits (+1,999 counts) or 4-1/2-digits (19,999 counts). Mfg. Part No. Range Description Stock No. i 
Price Each AC Current 
Mfg. Part No. R Descripti tock No. 1+ INFCAC-0110-C5 | OmA to 1mA / OmA to 10mA| Dual Relay & Analog Output | 1100687 pen 
goa = ——_ Sock No / OmA to 100mA / 0A to 1A / 
DC Voltage OAto 5A 
201AN-2,04_ | -199.9mV to +199.9mV ADIANISEnES Gabe = NFCAC-0100-C5|OmA to imA7 OmA to 10mA] Dual Relay Output | 312009 = 
2001A-5,D4 -199.9V to +199.9V 2001A Series 89F1842 / OmA to 100mA / 0A to 1A / 
201AN-5,D4 | -199.9V to +199.9V 201AN Series 89F 1839 OAto SA 
3 G NFCAC-0000-C5 | OmA to 1mA / OmA to 10mA No Output 90B6647 = 
2001A-4,D4 19.99V to +19.99V 2001A Series 89F1841 = 7 OmA to 100mA / OA to 1A / 
201AN-4,D4 -19.99V to +19.99V 201AN Series 89F1838 = OAto 5A 
2001A-3,D4 -1.999V to +1.999V 2001A Series 89F1840 = AC Voltage 
@ 201AN-3,BL -1.999V to +1.999V | 201AN Series, With NewportLogo | 07C7741 a= INFCAC-0110-V5 | OmV to 100mV / OV to 1V /| Dual Relay & Analog Output | 93B5745 —_ 
215-3 -1.999V to +1.999V 215 Series 89F 1830 = OV to 10V : al 7 100v / OV 
lo 
PIM_2296 INFCAC-0000-V5 | OmV to 100mV / OV to 1V / No Output 88F6316 = 
OV to 10V / OV to 100V / OV 
1/8 DIN 3-1/2-DIGIT PANEL MINI-METERS WNEWPoRT’ OT 
Indicators have 0.56” (14.22) LED display. 115VAC, 50- Ros, MTS 
60Hz. Panel space 37.5% of standard 1/8 DIN meter. Avaliable 
Process meters provide zero and span adjustments for \f " 
readout in engineering units. Thermocouple meters include INFINITY® SERIES 1/8 DIN METER/CONTROLLERS AN NEWPORT 


CE 


cold junction compensation, linearization, jumper selection 
of C or F, thermocouple break detection and analog output 


(1mV/count). Connection to sensor can be 2, 3 or 4 wire (RTD). Other power options available; go online or call. 
Price Each 
Mfg. Part No. Range Description StockNo. | 1+ 
DC Current 
205-PA1-R-C0 | 4mA to 20mA Red Display 90F8938 2 
DC Voltage 
205-PV4,R,CO OV to 10V Red Display 90F8940 = 
205-PV3,R,CO 1V to 5V Red Display 90F8939 = 
Process 
205-AV4,R,C3 -19.99V to +19.99V Red Display 79K3895 = 
205-AV3,R,C0 -1.999V to +1.999V Red Display 93B8432 ee 
205-PV5,R,CO OV to 100V Red Display 88F5307 = 
> CONTINUED > 


Six-digit, 14-segment digital display 
Four isolated open collector outputs 
Digital tare 
Peak and valley detection and memory 
Accuracy: +0.005% rdg 
Sensor excitation: 10V @ 30mA, 24V @ 25mA 
NEMA 4 (IP65) protection from front bezel 
Five-year manufacturer's warranty 

UL listed, CE compliant 


RoHS _ 

Compliant 

Available 
@®. 


INFINITY® family of digital panel meter/controllers are high-quality, highly accurate instruments designed for 
Process (DC voltage and current), Strain Guage measurements, Temperature (thermocouple and RTD) or 
Weight (NTEP certified). These meters feature six full digits making them ideal for demanding process control 
applications. On-board excitation is included to power virtually any sensor or transmitter, and four standard 


setpoints give the flexibili 


1142 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


to control or alarm the system completely. 


> CONTINUED > 


PANEL INSTRUMENTATION 


DIGITAL PANEL METERS 


INFINITY® SERIES 1/8 DIN METER/CONTROLLERS (CONT.) INFINITY® “C” SERIES INDICATORS/CONTROLLERS (CONT.) 
Price Each Price Each 
Mfg. Part No. Range Description Stock No. 1+ Mfg. Part No. Type Description Stock No. ike 
DC Current -200°C to +850°C 
NFP-0200-C2 4mA to 20mA 2x Relays 96B0765 = INFCR-011B Temperature Control & Analog Outputs 93F9334 = 
NFP-0210-C2 4mA to 20mA 2x Relays & Analog 18C0417 = INFCR-010B Temperature Control Output 92F6552 = 
NFP-0000-C2 4mAto20mA | 4x NPN Open Collector Transistors | 24C5184 = -210°C to +1372°C 
DC Voltage INFCT-011B Temperature Control & Analog Outputs 67C1850 = 
NFS-0000-DC1 OmV to 100mV | 4xNPN Open Collector Transistors | 84F872 = INFCT-010B Temperature Control Output 6701808 es 
NFS-0210-DC1 OmV to 100mV Isolated Parallel BCD 84F874 _ PIM_2473 
Process 
@ INFP-4000-C2 4mA to 20mA 4x NPN Open Collector 39M3666 -- 4/8 DIN PROCESS INDICATORS Ww NEWPORT: 
Strain Gauge / Process —— RoHS 
NFS-1000-DC1 OmV to 100mV_ | 4x NPN Open Collector Transistors, | 35C0290 = Geeiinpian 
230Vac Available 
NFS-0001-DC1 OmV to 100mV | 4x NPN Open Collector Transistors | 88F6386 — 
& RS232 SEER 
@ INFS-0002-DC1 OmV to 100mV 4x NPN Open Collector Transistors | 68K9935 = “ee ee ae a 
& RS485 Indicators, when integrated with sensors or transducer, reflect changes in voltage or current by displaying 
= calibrated engineering units for pressure, loads or distance (depending on transducer) once indicator is scaled 
@ INFS-1310-DC1 OmV to 100mv 4x Relays GOWiI256 = in the field. Alll units feature 0.56” (14.22) LED displays, screw terminal barrier strip for power, signal connections, 
NFS-0100-DC1 OmV to 100mV Isolated Parallel BCD 8108413 = and a standard 1/8 DIN panel cut-out (45 x 92mm). Signal range: 4-20mA, 1-5V, 0-10V. Default calibration: 
@ INFS-0310-DC1 OmV to 100mV_| Isolated Parallel BCD, 230Vac, Red | 41M0732 = ee = ae ~ 100.0. Models bid nigra na adie ee Suny ee derealtahe 
ST ee active transducers or passive networks. Mfg. part no. with suffix FS features custom calibration, specify volts or 
NFW-4000-DC3,BL OV to 5V 4x NPN Open Collector Transistors 04X5561 mae mA: min./max. input, min./max. display. 
NFW-4001-DC4,BL 1V to 5V 4x NPN Open ee Transistors, | 04X5562 = Price Each 
Temperature Mfg. Part No. Range Description Stock No. 1+ 
NFT-O210-KF __ | -454°F to #2500°F 2x Relays BAFB68 = DC Current / DC Voltage _ 
NFT-0000-KF | -454°F to +2500°F | Open Collector Transistors, Type K | 84F866 = 202A? ices a 3.5 Digit er e20) = 
NFT-0200-RTD2F_| -326°F to +1652°F 2x Relays, RTD ea) oa 202A-E 4mA to 20mA/0V to 10V/1V] 3.5 Digit, Excitation 7909684 = 
Thermocouple 10 SV 
NFT-0000-TC. -270°C to 1820°C | Open Collector Transistors, Type T | 04X5560 = 2002B-P 4mA to 20mA / OV to 10V / 1V 4.5 Digit 90B7044 = 
PIM_2457 0 5V 
2002B-E 4mA to 20mA/ OV to 10V / 1V 4.5 Digit, Excitation 1909687 = 
io SV 
INFINITY® “C” SERIES INDICATORS/CONTROLLERS WNEWPORT’ 202A-P,C3C,BL|4mA to 20mA/0V to 10V/1V] Isolated 9 to 32Vde —| 928166 a 
Common Specifications: RoHS 0 SV 
© Display: 4-Digit, 9-Segment, 21mm (0.83") Ost 202A-P.C3C | 4mA to 20mA OV to 10V/ 1V | Isolated 9 to 32 Vdc, No Logo | 98B5512 = 
Color-Selectable (Red, Green, Amber) LED pvalanle ‘ 0 5V ; : 
pa presse dee es ),, @202-PFS  |4mAto 20mA/ 1V to 5V/ OV 3.5 Digit 96B6813 ea 
© Polarity: Automatic C {0 10V 
© Read Rate: 3/Sec. RTD 
© Step Response: 2 Seconds 202A-RF | -199.9°F to +199.9°F one 2005134 = 
© Power: 115VAC, 230VAC or 10-32VDC x 6.0") PIM'3998 
© Operating Temperature: 0°C to 50°C Five-year manufacturer's warranty = 
© Dimensions: 48H x 96W x 152mm D (1.89 x 3.78 @ ULlisted, CE compliant 
The Infinity® C Series features the biggest and brightest 1/8 DIN panel meter display. Red, green or amber LED PHAMP SERIES pH/ORP PREAMPLIFIERS W NEWPORT: 


color is menu-selectable. Options include dual 5A Form C relays for alarm or control, plus a choice of isolated or 
non-isolated analog output scalable from 0-10VDC, 0-20mA, or 4-20mA. Covers many signal inputs including: 
process (DC voltage and current), strain gauge, thermocouple, RTD, dual-differential thermocouple, RTD, PH, 
ORP, and AC voltage and current. 
Standard features include 100ohm Pt (0.00385 curves) 2, 3 and 4 wire selectable, resolution of 0.1° or 1.0°, 
°F or °C indication, dual setpoints, 115VAC power and menu selectable color display: Red, Amber or Green. 

Standard features include 0.1° or 1.0° resolution and dual setpoints. Rated 115VAC. Red, green or amber LED 
color display is menu selectable. Dual setpoint, analog output and DC power optional. © Send pH Electrode Signal 0.3km (1,000') Over 
Accepts a wide range of DC voltage and current inputs to cover any typical process application. Features , : 
easy front panel scaling to virtually any engineering units, selectable excitation of four voltages to work with 
most transducers and transmitters. Red, green or amber LED color is menu selectable. Signal Input: 0-100mV 
(£50mV), 0-10V +(5V), 0-20mA, 4-20mA. 
The Newport Infinity C Strain meter accepts a wide range of DC voltage and current inputs to cover any typical 
application. Easy front scaling to virtually any engineering units. Selectable excitation of 4 voltages. Front panel - + aa ‘ 
and remote tare function for weighing applications and a hardware lockout to prevent unauthorized changes we Has easel eh pH vse ka bagi bilge ats pec with He impedance on 
in setup. Red, green or amber LED color is menu selectable. Input ranges: 0-100mV, +50mV, 0-10V, +5V, circuitry, but also to Process Meters and Controllers such as the iSeries which can not otherwise register the 


0-20mA, 4-20mA. Excitation voltage: 24V at 25mA or 12V at 5OmA; 10V at 120mA or 5V at 6OMA. Max. error high impedance signal. In many applications the PHAMP series Preamps will also extend the useful life of 


cess Controllers and Data Acquisition Systems 
Ordinary, Wire and Connectors or Coaxial Cable @ Extend Useful Life of pH Electrodes 

@ Interface pH Electrodes Directly with Inexpensive  @ Available With/Without Automatic Temperature 
mV Meters and Recorders or Sophisticated Pro- Compensation 

The NEWPORT® PHAMP Series Preamps are unity gain preamplifiers which convert the high impedance 

mV signal of a pH or ORP electrode to a low impedance signal which can travel 1,000 feet over ordinary 


sare 20.09% a icant peeontet rene creotes Geet a gue nie 
Price Each with high input impedance instruments. The electronics are entirely encapsulated in an epoxy filled stainless 
Mfg. Part No. Type Description Stock No. 4+ steel enclosure. The input and output connections are industry standard BNC. The output can be split from 
OmA to 20mA/4mA to 20mA / OmV to 100mV / -50mV to +50mV / OV to 10V// -5V to 5V cpantal to separated leads with the 907s auapter. 
NFCP-001B | DC Current/DC Voltage} Process, Analog Output, 115 Vac | 25C2386 ee Price Each 
NFCP-010B | DC Current/DC Voltage | Process, Control Output, 115 Vac | 2503532 = Mfg. Part No. _Description Stock No. 1+ 
NFCP-000B |DCCurrent/DC Voltage| Process, No Output, 115 Vac | 247458 = PHAMP-1 Preamplifier, pH / Process Meters 66K9683 = 
NFCS-001B |DC Current/DC Voltage} Strain, Analog Output, 115 Vac | 8107707 = PIM_5465781 
NFCS-011B — | DC Current/ DC Voltage | Strain, Control & Analog Outputs, | 67C1791 = anas=Eae=S EEO 
ave SPLASH-PROOF LENS COVERS FOR PANEL METERS NEWPORT: 


= 


FCS-000B DC Current / DC Voltage Strain, No Output, 115 Vac 3901940 eas 
OmV to 100mV / + 50mV / OV to 10V/ + 5V / OmA to 20mA/ 4mA to 20mA 


Meet NEMA enclosure type 4 and IEC enclosure IP65 = 
Classification. Protects against dust, falling dirt, salt spray, 


NFCP-411B Process Process, Control & Analog Outputs, | 23K2315 ey dripping water, and non-corrosive liquids. 
10-32Vde 
@ INFCP-410B Process Process, Control Output, 10-32Vdc | 62K3560 ea8 
NFCS-012B Strain Gauge / Process | Strain, Control & Analog Outputs, ) 11J5589 — 
115 Vac Price Each 
OmV to 100mV / + 50mV / 0V to 5V/ 1V to 5V/ OV to 10V / + 5V/ OmA to 20mA/ 4mA to 20mA Mfg. Part No. Description Stock No. 1+ 
NFCS-410B Strain Gauge / Process | Strain, Control Output, 10-32Vdce | 04X5559 eo SPC4 Heavy Duty with Thumb Screws 89F1847 — 
NFCS-110B,BL| Strain Gauge / Process | Strain, Control Output, 230 Vac | 04X5558 — SPC18 Quick Release Snap Locks 92F4398 es 
PIM_2492 
> CONTINUED > 
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PANEL INSTRUMENTATION 


DIGITAL PANEL METERS 


TWO-WIRE LOOP POWERED PROCESS INDICATORS WNeEWwPORT’ 


5588 508B-2 


LCD display indicators show such process variables as pressure, flow, temperature or level, depending on 
sensor and application. 3 1/2” active digit 0.35” (8.89) display to +1,999 and selectable dummy right hand zero 
for displays to +19,990. Powered by 4-20mA input signal and jumper selectable for 1-5 and 10-50mA input 
signal applications. Standard electrical configuration for readout from 0 to 100.0 for 4-20mA. Explosion housing 
(NEMA4 and NEMA7) is optional; go online or call. 


Price Each 
Mfg. Part No. Range Stock No. 1+ 
Current Loop Indicator 
508B-2 1mA to 5mA/ 4mA to 20mA/ 10mA to 50mA 89F1816 Eas 
558B 1mA to 5mA/ 4mA to 20mA/ 10mA to 50mA 89F1818 = 
PIM_2299 
MODEL CUB5 36 x 72mm 4 i : é 
Rime - 
Compliant 
Available 
Ws 
8-Digit 5-Digit 
Features: 20VDC, 200VDC 
@ LCD reflective or red/green LED backlighting © Count Modes (Counters and Rate Indicators): 
display Count with Direction, Rate/Counter, Dual Counter, 
@ NEMA 4X/IP65 sealed front bezel Quadrature x 1, Quadrature x 2, Quadrature x 4, 2 
© Operates from 9 to 28VDC power source Input Add/Add, 2 Input Add/Subtract 
© Display color change capability at preset output © Quadrature Sensing (Counters and Rate Indica- 
© Optional serial communications module (RS232 tors): 1x, 2x, 4x 
or RS485) Model Specifics: 


Specifications: @ CUBS5IB00 - 5 Digit Selectable Transmissive 
@ Display Options: LCD, Reflective or Green/Red Display, Red or Green Backligh 

LED Backlighting* @ CUB5VR00 - 5 Digit Positive Reflective Display 
© No. of Digits: 5 or 8 @ CUB5VB00 - 5 Digit Selectable Transmissive 


@ Digit Height: 0.48” or 0.46" Display, Red or Green Backlight 
@ Input Voltage: 9-28VDC @ CUB5B000 - 8 Digit Selectable Transmissive 
© Current Meters Input Range: 200UADC, 2mADC, Display, Red or Green Backlight 


200mADC 
© Voltage Meters Input Range: 200mVDC, 2VDC, 


CUB5 Current & Voltage Meters - Four selectable DC ranges. 0.48” high digits. Minimum and maximum 
display capture. Optional setpoint output modules. Front panel or crimson programmable. 

CUB5 Miniature Dual Counters & Rate Indicators - Optional relay output module. Count speeds up to 20KHz. 
Can be programmed as a single or dual counter with rate indication capability. Programmable for one of eight 
different count modes. When programmed as a dual counter, each counter has a seperate scale factor and 
decimal points. In the counter/rate indicator mode, each have their own scaling and decimal point read-outs 
in different engineering units. Two seperate inputs provide different functions depending on which operating 
mode is selected. 


@ CUB5R000 - 8 Digit Protective Reflective Display 


*Backlight versions require an external 9-28VDC power supply 
Price Each 
Mfg. Part No. Range Description Stock No. 1+ 
@ CUB5R000 Counters, Positive Reflective 84K7438 159.00 
@ CUB5B000 Counters, Selectable Transmissive | 84K7434 175.00 
DC Current 
CUBSIBO0 | OWA to 200uA/ OmA to 2mA/ Selectable Transmissive 17M9129 216.00 
OmA to 20mA/ OmA to 200mA 
DC Voltage 
@ CUB5VRO00 | OmV to 200mV / OV to 2V/ 0V Positive Reflective 18M8514 196.00 
to 20V / OV to 200V 
@ CUB5VBO00 | OmV to 200mV / OV to 2V / OV Selectable Transmissive 14P9744 216.00 
to 20V / OV to 200V 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ CUB5RLYO Single Relay Option Card 14P9743 33.63 
PIM_88577 


element14.com 


element14 COMMUNITY 


COLLABORATE 


GET INSPIRED DESIGN RESEARCH ASK EXPERTS 


PIM_5591167 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


PAX 1/8 DIN DIGITAL PANEL METERS 


© Process, voltage, current, temperature and strain gage inputs 

@ 5- or 6-digit variable intensity 0.56” red sunlight readable display 

© 16 point scaling for non-linear processes 

© Four setpoint alarm outputs, communication and 
bus capabilities and retransmitted analog output 
(with option card) 

@ NEMA 4X/IP65 sealed front bezel 

PAX analog panel meters offer many features 

and performance capabilities to suit a wide range 

of industrial applications. Provides a MAX and 

MIN reading memory with programmable capture 

time. The signal totalizer (integrator) can be used 

to compute a time-input product. This can be used to provide a readout of totalized flow, calculate service 

intervals of motors or pumps, etc. The totalizer can also accumulate batch weighing options. Once the meters 

have been initially configured, the user interface may be completely protected leaving only the setpoints 

accessible. Accept digital inputs from a variety of sources including switch contacts, outputs from CMOS or TTL 


red lion 


RoHS _ 

Compliant 

Available 
®. 


DSP |PAR |Fia |F2¥ (RST 
red lpn 


circuits, magnetic pickups and all standard RLC sensors. Can accept directional, uni-directional or quadrature 
signals simultaneously. Maximum input signal varies up to 34KHz depending on the count mode and function 
configurations programmed. Each input signal can be independently scaled to various process values. 
Selectable 24Vm 2C, 1.75mA excitation output 
Price Each 
Mfg. Part No. Range Description | Stock No. ihe 
AC Current / AC Voltage 
PAXHO0000 200yA to 5A/ 200mV to 300V 85-250 Vac 84K7492 | 471.00 
DC Current / DC Voltage 
PAXP0010 -2mA to +26mA/ -1V to +13V 11-36Vde / 24 Vac | 84K7509 | 403.00 
@ PAXP0000 -2mA to +26mA/ -1V to +13V 85-250 Vac 84K7508 | 365.00 
DC Current / DC Voltage / Resistance 
PAXD0010 | -200U)A to +2A / -200mV to +300V / 1000hm | 11-36Vdc / 24 Vac} 84K7491 | 421.00 
to 10kohm 
@ PAXD0000 | -200UA to +2A / -200mV to +300V / 1000hm 85-250 Vac 84K7490 | 379.00 
to 10kohm 
DC Voltage 
PAXS0010 -24mV to +24mV / -240mV to +240mV 11-36Vde / 24 Vac] 84K7513 | 575.00 
@ PAXS0000 -24mV to +24mV / -240mV to +240mV 85-250 Vac 84K7512 | 536.00 
Temperature 
PAXT0010 -50°C to +2315°C 11-36Vdc / 24 Vac | 84K7517 | 403.00 
PAXT0000 -50°C to +2315°C 85-250 Vac 84K7516 | 365.00 
Price Each 
Mfg. Part No. Description StockNo.| 1+ 
@ PAXCDL10 Analog Output Card 84K7482 | 113.60 
@ PAXCDC20 | Communications Output Card, RS232 Serial with Terminal Block | 84K7478 74.42 
@ PAXCDS10 Output Card, Dual Setpoint Relay 84K7483 58.76 
@ PAXCDS20 Output Card, Quad Setpoint Relay 84K7484 74.42 
PIM_88660 
1/8 DIN DIGITAL PANEL METER 


@ Universal process inputs, DC Current, DC voltage, process signal, resist- 
ance, thermocouple or RTD inputs 
© 50 to 250 VAC or 21.6 to 250 VDC universal power supply 
© 6/9 digit dual line/color display with 0.7” and 
0.35" digits 
Programmable units display 
Variable contrast and intensity display 
Up to 160 samples per second conversion rate 
Built-in USB programming port enabling unit con- 
figuration with Crimson programming software 


red liv 
RoHS _ 
Compliant 
Available 


Price Each 
Mfg. Part No. Range Stock No. 1+ 
DC Current / DC Voltage / Resistance / Temperature 
@ PAX2A000 | -250uA to +2A/ -250mV to +200V / 1000hm to 10kohm / -200°C | 90R8368 | 464.00 
to +2315°C 
PIM_189994 
MODEL DP5 1/8 DIN ANALOG INPUT PANEL METERS 
© 5-digit 0.56” high LED display red li ay 
@ Programmable function keys/user input 
© 9-digit totalizer (integrator) with batching 
@ NEMA 4Xi/IP65 sealed front bezel malig 
Meters provide a MAX and MIN reading memory Soper 
Geers 


with programmable capture time which is used 
to prevent detection of false max or min readings 
which may occur during start-up or unusual process C € 
events. The signal totalizer (integrator) can be used 
to compute a time-input product that can be used to M@).. 
provide a readout of totalized flow, calculate service 

intervals of motors or pumps, etc. The totalizer can 

also accumulate batch weighing operations. Once the meters have been initially configured, the parameter list 
may be locked out from further modification. 


DsP) PAR) [ia] (F2¥) (RST 
red ln 


Price Each 
Mfg. Part No. Range Stock No. es 
DC Current / DC Voltage 
@ DP5D0010 -200UA to +2A/ -200mV to +300V 20M0569 = 
@ DP5P0000 -2mA to +26mA/ -1V to +13V 16M3716 343.00 
PIM_94366 
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MODEL CUB4V DC VOLTAGE METER 


Four selectable DC voltage ranges 


NEMA 4X/IP65 sealed front panel bezel 
9 to 28VDC powered 


type terminals. 


Fits DIN standard cut-out 2.68 x 1.30” (68 x 33mm) 


Auto zeroing circuit and built-in scaling provided 

3-1/2-digit LCD, positive reflective display with 0.6” 
high digits and a DIP switch selectable decimal 
point. Wire connections are made with screw clamp 
LCD negative transmissive with 
yellow/green or red backlighting also available; go 


red lion 
RoHS _ 
Compliant 
Available 


C€ 


oO US 


online or call. 
Price Each 
Mfg. Part No. Range Stock No. 1+ 
DC Voltage 
@ CUB4V-000 | -199.9mV to +199.9mV / -1.999V to +1.999V / -19.99V to +19.99V | 17M6444 | 180.00 
/ -199.9V to +199.9V 
PIM_94359 


HAWK III MICROPROCESSOR CONTROLLERS 
e 


4//8 DIN and 3.24” Depth Behind Panel 


© 7 Segment, Bright Red 3-1/2 or 4-1/2 Digit Display 


@ Green LED Display Available At No Additional 


Charge 
420VAC Power, Optional 9-32VDC Power 


All Parameters Set From Front Panel 
Peak/Valley and Password Lockout 


Optional Output and Excitation Range 
Optional One, Two or Four 5 Amp Relays 


Versatile Configurations to Suit Your Applications 


Screw Terminal Connectors for Easy Installation 


Model H335 Indicates 3-1/2-Digit, Model H340 


Indicates 4-Digit, Model H345 Indicates 4-1/2- Digit 


2 year warranty 


Many other ranges and configurations available. Go online or call. 


@ @&. 


Price Each 
Mfg. Part No. Range Description StockNo.| 1+ 
AC Current 
H3452-65-120 OA to 2A True RMS, 4-20mA/ Two Relays | 9001375 804.20 
H3452-46-040 OA to 5A Four Relays 9001372 719.77 
H3351-46-000 OA to 5A No Relays 9001362 402.82 
H3351-46-010 OA to 5A One Relay 9001363 457.35 
H345-2-66-120 0A to 5A True RMS, 4-20mA/ Two Relays | 9001376 804.20 
H3351-46-020 OA to 5A wo Relays 02M2070 327.80 
AC Voltage 
H3452-53-040 OV to 20V True RMS, Four Relays 9001373 769.09 
H3351-34-010 OV to 200V One Relay 9001360 451.94 
H3351-34-020 OV to 200V wo Relays 9001361 487.77 
H335-1-35-0-0-0 OV to 600V No Relays 08P5094 398.27 
H335-1-55-0-0-0 OV to 600V True RMS, No Relays 08P5095 466.54 
H345-1-55-0-0-0 OV to 600V True RMS, No Relays 52M9486 = 
DC Current 
H3351-21-020 OuA to 200A wo Relays 05J2192 470.36 
H3351-22-020 OmA to 2mA wo Relays 05/2193 470.36 
H345-2-71-140 4mA to 20mA 4-20mA / Four Relays 9001377 766.92 
H3351-71-000 4mA to 20mA No Relays 9001365 390.55 
H3351-71-010 4mA to 20mA One Relay 9001366 450.67 
H3452-71-640 4mA to 20mA RS485 / Four Relays 9001378 845.23 
H3351-71-020 4mA to 20mA wo Relays 9001367 470.36 
DC Voltage 
H3351-11-000 OmV to 200mV No Relays 9001349 385.21 
H3351-11-010 OmV to 200mV One Relay 9001350 449.53 
H3351-11-0-2-0 OmV to 200mV wo Relays 23M9665 469.26 
H3351-12-010 OV to 2V One Relay 9001352 449.53 
H3351-12-020 OV to 2V wo Relays 9001353 469.26 
H3351-13-000 OV to 20V No Relays 9001354 385.21 
H3351-13-010 OV to 20V One Relay 9001355 449.53 
H3351-13-020 OV to 20V wo Relays 9001356 469.26 
H3351-14-010 OV to 200V One Relay 9001357 449.53 
H3351-14-020 OV to 200V wo Relays 9001358 469.26 
H335-1-15-020 OV to 600V ‘wo Relays 9001359 469.26 
Resistance 
H3351-82-010 Oohm to 2kohm One Relay 9001369 506.70 
H3351-83-010 Oohm to 20kohm One Relay 9001370 506.70 
H3351-84-010 Oohm to 200kohm One Relay 9001371 506.70 
H3351-81-010 Qohm to 2000hm One Relay 9001368 506.70 
Temperature 
H3401-93-020 -200°C to +200°C Two Relays, RTD 05J2198 553.18 
H3401-92-020 -200°C to +1250°C Two Relays, Type K 05J2197 535.21 
H3401-91-000 -100°C to +760°C No Relays, Type J 052195 445.46 
H3401-91-020 -100°C to +760°C Two Relays, Type J 05J2196 540.48 


PIM_2444 
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meters for industrial applications. These 1//8 DIN 
(92mm x 45mm) meters require only 2.94” (74.7mm) 
behind panel. All units feature jumper selectable 
decimal points, display scaling and 120VAC power. 
The Falcon has 0.56” bright red LED display for high 
visibility. Mfg. part nos. beginning with F35- are 
3-1/2-digit; F45- are 4-1/2-digit. 
connector for easy wiring. 


Screw terminal 
Optional excitation 


PANEL INSTRUMENTATION 


DIGITAL PANEL METER 


1//8 DIN FALCON SERIES DIGITAL PANEL METERS 


The Falcon series indicators are premium quality 


output, 220VAC or 9-32VDC available; go online or 


call. 


Price Each 
Mfg. Part No. Range Description Stock No. 1+ 
AC Current 
F35-1-45-0 0A to 2A 120 Vac Supply 93F9498 265.14 
F35-1-46-0 OA to 5A 120 Vac Supply 93F9499 265.83 
F45-1-46-0 0A to 5A 120 Vac Supply 95F5557 426.65 
F351-66-0 OA to 5A True RMS, 120 Vac Supply 93F9510 318.62 
F45-1-66-0 OAto SA True RMS, 120 Vac Supply 95F5568 479.89 
AC Voltage 
F35-1-31-0 OmV to 200mV 120 Vac Supply 93F9500 274.44 
F35-1-51-0 OmV to 200mV True RMS, 120 Vac Supply 93F9511 316.25 
F35-1-52-0 OV to 2V 120 Vac Supply 93F9512 316.41 
F35-1-32-0 OV to 2V 120 Vac Supply 93F9501 274.44 
F45-1-33-0 OV to 20V 120 Vac Supply 95F5560 428.29 
F35-1-33-0 OV to 20V 120 Vac Supply 93F9502 274.44 
F35-1-53-0 OV to 20V True RMS, 120 Vac Supply 93F9513 316.25 
F45-1-53-0 OV to 20V True RMS, 120 Vac Supply 95F5571 481.53 
F35-1-34-0 OV to 200V 120 Vac Supply 93F9503 274.94 
F45-1-34-0 OV to 200V 120 Vac Supply 95F5561 428.29 
F35-1-54-0 OV to 200V True RMS, 120 Vac Supply 93F9514 316.25 
F45-1-54-0 OV to 200V True RMS, 120 Vac Supply 95F5572 = 
DC Current 
F35-1-21-0 OuA to 200uA 120 Vac Supply 93F9475 203.77 
F45-1-25-0 OA to 2A 120 Vac Supply 95F5538 363.58 
F35-1-25-0 OAto 2A 120 Vac Supply 93F9479 202.06 
F35-1-26-0 0A to 5A 120 Vac Supply 91B3594 201.73 
F35-1-22-0 OmA to 2mA 120 Vac Supply 93F9476 202.02 
F45-1-22-0 OmA to 2mA 120 Vac Supply 95F5535 365.40 
F45-1-23-0 OmA to 20mA 120 Vac Supply 95F5536 365.40 
F35-1-23-0 OmA to 20mA 120 Vac Supply 93F9477 202.02 
F35-1-24-0 OmA to 200mA 120 Vac Supply 93F9478 202.02 
DC Voltage 
F35-1-11-0 OmV to 200mV 120 Vac Supply 93F9480 208.62 
F45-1-11-0 OmV to 200mV 120 Vac Supply 95F5529 365.40 
F35-1-12-0 OV to 2V 120 Vac Supply 93F9481 208.62 
F45-1-12-0 OV to 2V 120 Vac Supply 95F5530 365.40 
F35-1-73-0 OV to 10V 120 Vac Supply 93F9487 261.59 
F45-1-73-0 OV to 10V 120 Vac Supply 95F5541 365.40 
F45-1-13-0 OV to 20V 120 Vac Supply 95F5531 365.40 
F35-1-13-0 OV to 20V 120 Vac Supply 93F9482 208.62 
F45-1-14-0 OV to 200V 120 Vac Supply 95F5532 365.40 
F35-1-14-0 OV to 200V 120 Vac Supply 93F9483 208.62 
Frequency 
F35-1-91-0 20Hz to 199.9Hz 120 Vac Supply 91F9700 216.25 
F35-1-92-0 20Hz to 1999Hz 120 Vac Supply 91F9701 216.30 
Process 
F45-1-71-0 4mA to 20mA 120 Vac Supply 95F5539 365.40 
F35-1-71-0 4mA to 20mA 120 Vac Supply 93F9485 261.59 
F45-1-71-2 4mA to 20mA 120 Vac Supply, 24 V Excitation 95F5689 440.38 
F35-3-71-0 4mA to 20mA 9 to 32 Vdc supply 52F5891 406.77 
Temperature 
F45-1-81-0F -328°F to +2501°F 120 Vac Supply 13C3536 363.33 
F45-1-80-0-C -200°C to +1200°C 120 Vac Supply 95F5692 363.33 
F45-1-810C -200°C to +1372°C 120 Vac Supply 2301953 363.33 
PIM_16728 


3//64 DIN MINI-MAX SERIES DIGITAL PANEL METERS 


Negative Red Backlit LCD 


Non Backlit LCD 


Red Backlit LED 
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DIGITAL PANEL METERS 


3/64 DIN MINI-MAX SERIES DIGITAL PANEL METERS (CONT.) ; 3//64 DIN MINI-MAX SERIES DIGITAL PANEL METERS (CONT.) 
ini-Max indicators have 0.5” (12.7mm) high LCD, negative image red backlit LCD, or red LED display, user 
selectable decimal point and display scaling. Indicator fits 3//64 DIN cutout (22mm x 68mm) and requires Price Each 
only 2.36” (60mm) behind front panel. Mounting bracket provided to allow vertical or horizontal stacking of Mfg. Part No. Range Description Stock No. 1+ 
multiple indicators. Screw terminal connectors and 85-250VAC power standard. Optional excitation output and DC Voltage 
9-32VDC power available; go online or call. - - 
M235 have 3-1/2 digits and M245 have 4-1/2. M245-1-0-11-0 OmV to 200mV Negative Backlight, 85 to 250 Vac | 92F4245 303.72 
Price Each M235-1-0-11-0 OmV to 200mV Negative Backlight, 85 to 250 Vac | 95F5634 227.35 
Mfg. Part No. Range Description StockNo. | 1+ M245-0-0-11-0 OmV to 200mV Non Backlit, 85 to 250 Vac 92F4239 267.17 
AC Current M235-2-0-11-0 OmV to 200mV Red Display, 85 to 250 Vac 2976078 285.79 
M23522410 OA to 200A Red Display, 9 to 32 Vde 90Y5787 ee M24522110 OmV to 200mV Red Display, 9 to 32 Vdc 905800 293.14 
M24522410 OuA to 200A Red Display, 9 to 32 Vdc 90Y5816 = M245-1-0-12-0 OV to 2V Negative Backlight, 85 to 250 Vac _| _92F4246 | 303.72 
M245-1-0-45-0 OA to 2A Negative Backlight, 85 to 250 Vac | 92F4236 374.33 M235-1-0-12-0 OV to 2v Negative Backlight, 85 to 250 Vac | 95F5635 | 227.35 
M235-0-0-45-0 OA to 2A Non Backlit, 85 to 250 Vac 95F5654 248.90 M235-0-0-12-0 OV to 2V Non Backlit, 85 to 250 Vac 95F5629 188.79 
M245-0-0-45-0 OA to 2A Non Backlit, 85 to 250 Vac 92F4229 | 337.77 M245-0-0-12-0 OV to 2V Non Backlit, 85 to 250 Vac 92F4240 | 267.17 
M23522450 OA to 2A Red Display, 9 to 32 Vde 905791 323.59 M23522120 OV to 2V Red Display, 9 to 32 Vdc 90Y5772 257.60 
M24522450 OA to 2A Red Display, 9 to 32 Vde 905820 352.97 M24522120 OV to 2V Red Display, 9 to 32 Vde 905801 295.10 
M235-1-0-46-0 OA to 5A Negative Backlight, 85 to 250 Vac | 95F5662 | 285.79 M235-0-0-73-0 OV to 10V Non Backlit, 85 to 250 Vac 16F2260 | 218.06 
M245-1-0-46-0 OA to 5A Negative Backlight, 85 to 250 Vac | 92F4237 | 374.33 M245-1-0-13-0 OV to 20V Negative Backlight, 85 to 250 Vac | 92F4247 | 303.72 
M245-0-0-46-0 OA to 5A Non Backlit, 85 to 250 Vac 92F4230 337.77 M235-1-0-13-0 OV to 20V Negative Backlight, 85 to 250 Vac | 95F5636 | 227.35 
M235-0-0-46-0 OA to 5A Non Backlit, 85 to 250 Vac 95F5655 248.90 M235-1-2-13-0 OV to 20V Negative Backlight, 9 to 32 Vde_| 90B5878 | 285.79 
M235-2-0-46-0 OA to 5A Red Display, 85 to 250 Vac 2374117 | 322.52 M235-0-0-13-0 OV to 20V Non Backlit, 85 to 250 Vac 95F5630 | 188.79 
M23522460 OA to 5A Red Display, 9 to 32 Vde 905792 ae M245-0-0-13-0 OV to 20V Non Backlit, 85 to 250 Vac 92F4241 267.17 
M24522460 0A to 5A Red Display, 9 to 32 Vde 905821 = M235-0-2-13-0 OV to 20V Non Backlit, 9 to 32 Vde 51B1090 225.94 
M23522420 OmA to 2mA Red Display, 9 to 32 Vde 90Y5788 = M23522130 OV to 20V Red Display, 9 to 32 Vdc 90Y5773 | 257.61 
M24522420 OmA to 2mA Red Display, 9 to 32 Vde 905817 = M24522130 OV to 20V Red Display, 9 to 32 Vdc 90Y5802 | 295.11 
M23522430 OmA to 20mA Red Display, 9 to 32 Vdc 90Y5789 = M245-1-0-14-0 OV to 200V Negative Backlight, 85 to 250 Vac | 92F4221 317.53 
M24522430 OmA to 20mA Red Display, 9 to 32 Vde 90Y5818 = M235-1-0-14-0 OV to 200V Negative Backlight, 85 to 250 Vac | 95F5637 222.48 
M235-0-0-44-0 OmA to 200mA Non Backlit, 85 to 250 Vac 95F5653 248.95 M235-0-0-14-0 OV to 200V Non Backlit, 85 to 250 Vac 95F5631 188.79 
M245-0-0-44-0 OmA to 200mA Non Backlit, 85 to 250 Vac 92F4228 337.36 M245-0-0-14-0 OV to 200V Non Backlit, 85 to 250 Vac 92F4242 279.31 
M23522440 OmA to 200mA Red Display, 9 to 32 Vdc 90Y5790 a M235-0-2-14-0 OV to 200V Non Backlit, 9 to 32 Vdc 90B2969 225.94 
M24522440 OmA to 200mA Red Display, 9 to 32 Vdc 90Y5819 | 350.37 M23522140 OV to 200V Red Display, 9 to 32 Vde 90vs774 | 269.32 
AC Voltage M24522140 OV to 200V Red Display, 9 to 32 Vde 905803 295.11 
M23522320 OV to 2V Red Display, 9 to 32 Vdc 90Y5783 = M235-2-0-15-0 OV to 600V Red Display, 85 to 250 Vac 2976091 | 285.79 
M24522320 OV to 2V Red Display, 9 to 32 Vde 905812 oe M23522150 OV to 600V Red Display, 9 to 32 Vdc 90Y5775 261.24 
M235-0-0-33-0 OV to 20V Non Backlit, 85 to 250 Vac 95F5651 | 248.90 M24522150 OV to 600V Red Display, 9 to 32 Vde 90Y5804 | 299.18 
M23522330 OV to 20V Red Display, 9 to 32 Vde 905784 321.25 Frequency 
M24522330 OV to 20V Red Display, 9 to 32 Vdc 90Y5813 350.46 M235-1-0-81-0 20Hz to 199.9Hz | Negative Backlight, 85 to 250 Vac | 91F9698 229.89 
M235-1-0-34-0 OV to 200V Negative Backlight, 85 to 250 Vac 95F5659 285.79 M235-0-0-81-0 20Hz to 199.9Hz Non Backlit, 85 to 250 Vac 91F9696 188.43 
M235-0-0-34-0 OV to 200V Non Backlit, 85 to 250 Vac 95F5652 248.90 M235-1-0-82-0 20Hz to 1999Hz Negative Backlight, 85 to 250 Vac | 91F9699 229.96 
M245-0-0-34-0 OV to 200V Non Backlit, 85 to 250 Vac 92F4227 336.99 M235-0-0-82-0 20Hz to 1999Hz Non Backlit, 85 to 250 Vac 91F9697 192.06 
M23522310 OV to 200V Red Display, 9 to 32 Vde 905782 es Process 
M23522340 OV to 200V Red Display, 9 to 32 Vde 90Y5785 321.25 M23522730 0-10 VDC Red Display, 9 to 32 Vde 905798 | 320.02 
M24522310 OV to 200V Red Display, 9 to 32 Vde 905811 ze M23522732 0-10 VDC Red Display, 9 to 32 Vde 90Y5799 = 
M24522340 OV to 200V Red Display, 9 to 32 Vde 90Y5814 = M24522730 0-10 VDC Red Display, 9 to 32 Vde 90Y5827 = 
M235-2-0-35-0 OV to 600V Red Display, 85 to 250 Vac 2475825 329.96 M24522732 0-10 VDC Red Display, 9 to 32 Vde 90Y5828 = 
M23522350 OV to 600V Red Display, 9 to 32 Vdc 9075786 | 326.50 M23522720 IV to SV Red Display, 9 to 32 Vde 90Y5796 = 
M24522350 OV to 600V Red Display, 9 to 32 Vde 90Y5815 356.09 M23522722 1V to 5V Red Display, 9 to 32 Vde 90v5797 | 342.42 
DC Current M24522720 1V to 5V Red Display, 9 to 32 Vde 905825 = 
M23522210 OyA to 200A Red Display, 9 to 32 Vde 90Y5776 = M24522722 1V to 5V Red Display, 9 to 32 Vde 90Y5826 = 
7 M24522210 OuA to 200UA Red Display, 9 to 32 Vde 90Y5805 293.12 M23522710 4mA to 20mA Red Display, 9 to 32 Vdc 90Y5793 = 
M235-1-0-25-0 OA to 2A Negative Backlight, 85 to 250 Vac 95F5639 222.48 M23522711 4mA to 20mA Red Display, 9 to 32 Vdc 90Y5794 341.20 
M245-1-0-25-0 OA to 2A Negative Backlight, 85 to 250 Vac | 92F4223 303.72 M23522712 4mA to 20mA Red Display, 9 to 32 Vde 90Y5795 = 
M235-0-0-25-0 OA to 2A Non Backlit, 85 to 250 Vac 95F5633 188.80 M24522710 4mA to 20mA Red Display, 9 to 32 Vde 905822 _ 
M245-0-0-25-0 OA to 2A Non Backlit, 85 to 250 Vac 92F4244 267.17 M24522711 4mA to 20mA Red Display, 9 to 32 Vde 90Y5823 _ 
M23522250 OA to 2A Red Display, 9 to 32 Vde 905780 258.33 M24522712 4mA to 20mA Red Display, 9 to 32 Vde 90Y5824 css: 
M24522250 OA to 2A Red Display, 9 to 32 Vde 905809 295.92 Temperature 
M235-0-0-26-0 OA to 5A Non Backlit, 85 to 250 Vac 88F1583 188.80 M2400-910F -148°F to +2192°F Non Backlit, 52F6604 373.46 
M23522260 OA to 5A Red Display, 9 to 32 Vde 90Y5781 257.67 M2400-920F -148°F to +2498°F Non Backlit, 52F6605 372.99 
M24522260 OA to 5A Red Display, 9 to 32 Vdc 905810 295.18 PIM_16738 
M23522220 OmA to 2mA Red Display, 9 to 32 Vde 90Y5777 255.83 
M24522220 OmA to 2mA Red Display, 9 to 32 Vdc goy5806 | 203.12 3//64 DIN MINI & MINI-MAX SERIES DC VOLTAGE 
M23522230 OmA to 20mA Red Display, 9 to 32 Vdc 90Y5778 256.44 INDICATORS A, ° 
M24522230 OmA to 20mA Red Display, 9 to 32 Vde 90Y5807 ee 
M235-1-0-24-0 OmA to 200mA Negative Backlight, 85 to 250 Vac 95F5638 227.35 
M245-1-0-24-0 OmA to 200mA Negative Backlight, 85 to 250 Vac 92F4222 303.31 C € 
M235-0-0-24-0 OmA to 200mA Non Backlit, 85 to 250 Vac 95F5632 188.84 
M245-0-0-24-0 OmA to 200mA Non Backlit, 85 to 250 Vac 92F4243 278.88 
M23522240 Gini 2008) Red Display, 9 to 82'Vde 90Y5779_| 255.90 M135 3-1/2-digit and M145 4-1/2-digit 3/64 DIN Mini series, LCD or negative image red backlighting. Shallow 
M24522240 OmA to 200mA Red Display, 9 to 32 Vde 90Y5808 eo 0.5" deep case. Backlit units require 5VDC backlight power. 5VDC power standard, +5VDC and 9VDC optional; 
M245-1-0-71-0 4mA to 20mA Negative Backlight, 85 to 250 Vac 92F4213 348.15 go online or call. The Mini and Mini-Max_ series are CE compliant. M235 3-1/2-digit and M245 4-1/2-digit 3/164 
5 : DIN Mini-Max series, LCD or negative image red backlighting. User-selectable decimal point. Behind-panel 
M235-1-0-71-0 4mAto 20mA_| Negative Backlight, 85 to 250 Vac_|__95F5665 285.79 depth only 2.36”. Screw terminal connectors. 85-250VAC power. Optional power: 9-32VDC. Optional excitation 
M235-1-2-71-0 4mA to 20mA Negative Backlight, 9 to 32 Vdc 95F5669 288.13 output; go online or call. 
M245-0-0-71-0 4mA to 20mA Non Backlit, 85 to 250 Vac 92F4238 308.70 
M235-0-0-71-0 4mA to 20mA Non Backlit, 85 to 250 Vac 95F5663 218.06 
M245-0-2-71-0 4mA to 20mA Non Backlit, 9 to 32 Vde 92F4215 338.10 
M235-0-2-71-0 4mA to 20mA Non Backlit, 9 to 32 Vde 95F5667 252.78 
> CONTINUED > > CONTINUED > 
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PANEL INSTRUMENTATION 


DIGITAL PANEL METERS 
3//64 DIN MINI & MINI-MAX SERIES DC VOLTAGE INDICATORS (CONT.) APM SERIES ADVANCED PANEL METERS (CONT.) 
Price Each Price Each 
Mfg. Part No. Range Description Stock No. the Mfg. Part No. Range Description Stock No. 1+ 
DC Voltage AC Voltage / DC Voltage 
M245-1-0-11-0 OmV to 200mV_| Negative Backlight, 85 to 250 Vac | 92F4245 | 303.72 @ APM-VOLT-APN | OV AC to 528V AC / OV DC to Positive LCD 51X2412 = 
M235-1-0-11-0 | OmVto200mV | Negative Backlight, 85 to 250 Vac | 95F5634 | 297.35 800V DC 
—1145-0-0-11-0 | Omvto200mv | NoBacklight,+5vdc | 92F4197 | 189.38, @ APM-VOLT-APO | OVAC to caus He OV DC to] Positive LCD with Outputs | 51X2413 | 101.81 
M135-0-0-11-0 OmV to 200mV No Backlight, + 5 Vde 95F5604 | 116.15 DC Current 
Se ener | area [mene eee _MBNSHNE@o[ oe gato Te 
: APM-SHUNT-APO OV to 1V Positive LCD with Outputs | 71Y7055 | 139.78 
M245-1-0-12-0 OV to 2V Negative Backlight, 85 to 250 Vac 92F4246 303.72 Frequency 
M235-1-0-12-0 OV to 2V Negative Back igh , 85 to 250 Vac 95F5635 227.35 @ APM-FREQ-ANN OHz to 400Hz Negative LCD 51X2406 = 
Mise00c120 Woy No Backlight, + 5.Vde Safa | BESoIS8 @ APM-FREQ-ANO OHz to 400Hz Negative LCD with Outputs | 51X2407 | 106.29 
Mite Gey No Backlight #:5:Vde SSRSCOS SN MACRO @ APM-FREQ-APN OHz to 400Hz Positive LCD 51x2408 | 
Masse bilo 2¥ Non Back; Bouto 260 Vat 556295 BRIBE @ APM-FREQ-APO OHz to 400Hz Positive LCD with Outputs | 51x2409 | 116.47 
M245-0-0-12-0 OV to 2V Non Backlit, 85 to 250 Vac 92F4240 | 267.17 Bunions 
M135-1-0-12-1 OV to 2V Red Backlight, + 5 Vde 95F5617 | 151.30 
M145-1-0-12-1 OV to 2V Red Backlight, + 5 Vde 92F4192 | 216.52 
M245-1-0-13-0 OVto20V | Negative Backlight, 85t0 250 Vac | 92F4247 | 303.72 GIMA® ACCESSORIES 
M235-1-0-13-0 OV to 20V Negative Backlight, 85 to 250 Vac 95F5636 227.35 A three-phase terminal style current transformer must 
M235-1-2-13-0 OV to 20V Negative Backlight, 9032 Vdc | 90B5878 | 285.79 ene pater et iags Ae 
M145-0-0-13-0 OV to 20V No Backlight, + 5 Vde 92F4199 189.38 connection to the GIMA units. These terminals are #8-32 
M235-0-0-13-0 OV to 20V Non Backlit, 85 to 250 Vac 95F5630 188.79 brass studs and come with a flatwasher, lockwasher and a 
M245-0-0-13-0 OV to 20V Non Backlit, 85 fo 250 Vac 92F4241 | 267.17 regular nut (leads are not provided). 
M235-0-2-13-0 OV to 20V Non Backlit, 9 to 32 Vde 51B1090 | 225.94 
M145-1-0-13-1 OV to 20V Red Backlight, + 5 Vde 92F4193 | 225.93 ads 
M135-1-0-13-1 OV to 20V Red Backlight, + 5 Vdc 95F5618 | 151.30 Input Turns Frequency [leticelEachy 
M245-1-0-14-0 OV to 200V | Negative Backlight, 85 to 250 Vac | 92F4221 | 317.53 Mfg. Part No. curen ati Range stockiNo: te 
M235-1-0-14-0 OV to 200V Negative Backlight, 85 to 250 Vac 95F5637 222.48 37026 la a Spe to abo 2OG3988 Tew 
M145-0-0-14-0 OV to 200V No Backlight, + 5 Vde 92F4200 | 189.38 soe — — - - - — — saan wee 
M135-0-0-14-0 OV to 200V No Backlight, + 5 Vdc 95F5607 | 116.15 - - 
M235-0-0-14-0 OV to 200V Non Backlit, 85 to 250 Vac 95F5631 | 188.79 an — — - ~ : — — aan — 
M245-0-0-14-0 OV to 200V Non Backlit, 85 to 250 Vac 92F4242 | 279.31 : 
M145-1-0-14-1 OV to 200V Red Backlight, + 5 Vde 92F4194 | 225.93 oe 
M135-1-0-14-1 OV to 200V Red Backlight, + 5 Vde 95F5619 | 151.30 
PIM_16040 TOUCH PANELS lu 
Ce 
APM SERIES ADVANCED PANEL METERS ; ° Soldering process for connection part HIGGSTEC 
() tru meter © Precise linearity, stable and no drifting roucn sovution ME Ht @ 
© Multi-input (fingers, stylus) 
innovation by design @ Long lifecycle 
© Slim border design 


Resistive touch panel (RTP) is one of the most adopted technology. The 5-Wire RTP is the best option in 
durability and reliability. The most noticeable advantage of the 5-Wire RTP is that both the X and Y axes are 


detected on the lower layer, while the upper layer is used as loop conduction. Therefore, it allows to keep 
stability, sensitivity and accuracy even in severe environment. Good loop conduction and controller matching 
and remain good function even if the surface is broken. 
Price Each 
© 40 segment bar graph display © Two independent outputs (output models only) Mfg. Part No. Size Stock No. 4-24+ 
© Large 4 digit display @ 4-20mA Analog monitor output (output models . 
© Separate Starburst display area for annunciators, only) © T084S-SRAQO2N-0A18R0-150FH 8.4 soPee0d 39.16 
custom messages and alarm information © User adjustable backlight brightness and color @ 7104S-5RA003N-0A18R0-200FH 10.4“ 86P8662 45.82 
@ Dynamic backlight color @ High contrast LCD screen @ T121S-5RAOO6N-0A18R0-200FH 12.1% 45P4103 56.15 
© Scale (offset and gain) and Range (min and max) _—@ Large display i = 
@ Custom annunciators @ Wide viewing angle (both horizontal and vertical) @ T174S-SRAOO1N-0A28RO-300FH 17.1 86P8664 74.06 
© Two independent alarm set-points © Custom annunciators @ T190S-5RB001N-0A28R0-300FH 19° 86P8665 94.55 
The Trumeter APM is the most visible, easy to use, multi-format, programmable panel meter on the market. PIM_5465344 
Providing you with the highest level of accuracy and an immediate visual indication of your critical parameters. 
The APM has been specifically designed for engineers requiring a more effective way of monitoring and 
displaying data. The Trumeter APM is a cost-effective alternative to the traditional moving coil and expensive HG1G Series 


digital panel meters. 


Supports up to four protocols simultaneously nn D E Cc 


e 
Price Each @ Remote monitor and control 
© FTP Server Function 
mores. fais StockiNos aaa © 65,536 colors with 800cdim2 
AC Current © 480 x 272 Pixel Resolution 
APM-CT-ANN 0A to 5A Negative LCD 79Y9074 | 107.28 @ Portrait or landscape mounting 
CT. ; F @ Rated power voltage: 12-24V DC 
APM-CT-ANO OA to 5A Negative LoD with Outputs | 79Y9075 99.81 © Two Serial ports, 2 USB ports and an Ethernet 
APM-CT-APN OAto 5A Positive LCD 79Y9076 = port 
APM-CT-APO OAto 5A Positive LCD with Outputs | 79Y9077 | 124.26 © IPOGF/IP67F, Type 4X, Type 13, Class 1 Div 2 
AC Current / DC Current The super-bright, compact 4.3-inch HG1G has most 
5 of the features and functionalities found in a larger 
SAP MAMP-ANN GIOIA, Nega we LOD oie2 = screen, including monitoring and control via PC, 
@ APM-AMP-ANO. OA to 5A Negative LCD with Outputs | 51X2403 | 124.28 tablet or smartphone. It supports multiple protocols simultaneously, FTP Server function and 
@ APM-AMP-APN OA to 5A Positive LCD 51X2404 ae best-in-class LED backlight life of 70,000 hours. HG1G can be mounted in portrait or landscape to fit your needs. 
@ APM-AMP-APO Ato 5A Positive LCD with Outputs | 51x2405 | 124.26 It's flexible and small enough to fit in a tight space, and priced to fit a tight budget. ; 
AC Voltage / DC Voltage ; ; | Price Each 
@ APM-VOLT-ANN ] OV AC to 528V AC / OV DC to Negative LCD 51X2410| Mig. Part No. Size Resolution Stock No. tae 
600V DC TFT LCD Touch Screen, Black Bezel 
@ APM-VOLT-ANO | OV AC to 528V AC / OV DC to| Negative LCD with Outputs} 51X2411 | 124.26 HG1G-4VT22TF-B 43° 480 x 272 02AC2805 374.02 
800V DC TFT LCD Touch Screen, Silver Bezel 
HG1G-4VT22TF-S 43° 480 x 272 02AC2806 374.02 
> CONTINUED > > CONTINUED > 
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PANEL INSTRUMENTATION 
OPERATOR INTERFACES (HMI) 


HG1G Series (CONT.) 
Price Each 
Mfg. Part No. Description Stock No. |  1-1-4+ 

KIT-FC6A-16-RA-HG1G | Kit, FC6A-C16R1AE CPU , HG1G TFT, Power Supply, |02AC2807|} 769.07 
Software & Cables 

KIT-FC6A-16-RC-HG1G | Kit, FC6A-C16R1CE CPU , HG1G TFT, Power Supply, |02AC2808} 848.92 
Software & Cables 

KIT-FC6A-24-RA-HG1G | Kit, FC6A-C24R1AE CPU , HG1G TFT, Power Supply, |02AC2809} 962.29 
Software & Cables 

KIT-FC6A-24-RC-HG1G | Kit, FC6A-C24R1CE CPU , HG1G TFT, Power Supply, |02AC2810} 839.57 
Software & Cables 

SMARTTOUCH-1G-B Starter Kit, 4.3”, 65K Color, 800 cd/m2 02AC2811| 448.95 


PIM_5723953 


MULTIFUNCTIONAL CAPACITIVE CUSTOMIZABLE 

TOUCHSCREEN GRAPHICS METER 

@ Eight digital input/output pins 

© Two alarm outputs (max current sink 10mA) 

@ RS232 serial interface 

© Four 16-bit bi-polar analog inputs (scalable in 
software to +40V) 

@ |2C, SPI, RS485 and Ethernet support 

PanelPilot ACE is a software and hardware platform 

that makes development of industrial user-interfaces 

a simple matter of dragging and dropping elements 

ona screen. The design software provides a number 


LASCAR 


of building blocks to allow users to quickly add elements to their project. From background images to text 
elements, analog style meters, touch-screen navigation elements and even complex logic statements, users 
can build up multi-screen interfaces without needing to write a line of code. The low-profile display features a 
capacitive touch-screen powered by a Freescale ARM 9 processor running Linux. The display is powered by a 
5V to 30V DC supply and offers users a wealth of connections. 
Price Each 
Mfg. Part No. Size Resolution Interface Stock No. 1-9+ 
TFT LCD Touch Screen 
SGD 43-A 43° 480 x 272 RS232, RS485 54X1821 315.99 
SGD 70-A te 1024 x 600 RS232, RS485 83Y8693 516.49 
Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 
SGD 70-A DK+ Development Kit, 7” PanelPilotACE 08AC0319 688.99 
PIM_212264 


MULTIFUNCTIONAL TOUCHSCREEN GRAPHICS 
METERS 


(@ LASCAR 


Ee] @ 


SGD 28-M 
SGD 35-M 
4-30VDC 


SGD 24-M 
SGD 24-M-IP 


© Use FREE Windows-based Lascar software to Pots ant 
program displays Available 
@ Multiple customizable meter styles available to 
choose from @ NEMA6 and 4-20mA options 


@ Upload programmed app to meter via USB © Optional thermocouple add-on board 


Customize PanelPilot-compatible displays in seconds with a simple click of the mouse. Using a Windows-based 
software supplied free with the display, select a meter style (digital and analog), choose colors, text labels, 
scaling and even display a company logo on power-up. Once programming is complete, the user can save all 
selections to the meter via USB, detach and mount in panel. Available in 2.4”, 2.8” and 3.5” sizes with NEMA 6 
and 4-20mA measurement options. 


@ Measures voltage of 0-40VDC 
© Wide operating voltage of 


Price Each 
Mfg. Part No. Size Resolution Stock No. 1+ 
LCD Color, Multifunction 
@ SGD 24-M 2.4" 320x240Pixels 70R1235 120.99 
TFT, Multifunction, Waterproof 
@ SGD 24-M-IP | 2.4" 320x240Pixels 8978031 242.49 
TFT LCD Color, Current Loop Indicator 
@ SGD 24-M-420 2.4" 320x240Pixels 60W1974 139.49 
@ SGD 28-M-420 2.8" 320x240Pixels 60W1975 164.49 
@ SGD 35-M-420 3:5" 320x240Pixels 60W1976 196.49 
TFT LCD Color, Multifunction 
@ SGD 35-M 3:5" 320x240Pixels 7876454 161.49 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
SGD ADPT-TC Thermocouple Conditioning Module 60W1973 45.99 


PIM_175920 
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MAGELIS GTU INNOVATIVE HMI PANELS 


@ Enhanced performance and security of data flow with dual LAN to 
separate IT and PLC communication 

© Open connectivity with 2 serial ports with 
different signal types, 3 to 6 USB ports, optional 
interface for fieldbus, support of all main indus- 
trial protocols 

@ Easy maintenance through dual removable 
storage units 

@ Improved visibility of alarms with sound speakers 
and alarm/buzzer output 

@ Reliable communication in complex grounding 
applications, with isolation on the RJ45 -RS485 
port 

© Suitable for battery-powered applications thanks 
to the 12-24VDC power supply 

© Temperature range from 0°C up to 60°C 


Sacer 


RoHS 
Compliant 
Available 


Meet Magelis GTU, the innovative HMI panel that delivers cutting-edge features inside an innovative modular 


body. Just snap together the display and panel box of your choice - and you have created the ideal HMI 
configuration for your applications, ready to install on your machine without the need for any special tools 
or accessories. Operating your Magelis GTU is a breeze, too, thanks to intuitive menus as well as easy 
communication options, such as wireless and remote connectivity. 
Price Each 
Mfg. Part No. Size | Resolution Interface Stock No. 1-4+ 
TFT LCD Color 
@HMISTU655S | 3.5“ | 320x240 | RJ45, RS232, RS485, Serial, USB | 85R1323 | 1097.97 
HMIDT351 7“ 800 x 480 44Y8826 | 2364.71 
HMIDT551 10.1“ | 1280 x 800 a 44Y8828 | 3105.61 
HMIDT542 10.4“ | 800x600 USB 44Y8827 | 4870.03 
HMIDT642 12.1° | 1024 x 768 USB 44Y8829 | 4095.93 
HMIDT651 12.1° | 1280 x 800 as 44Y8830 | 3593.04 
HMIDT732 15" | 1024 x 768 USB 44Y8831 | 6782.91 
Price Each 
Mfg. Part No. Description Stock No. [ 
HMIZGAUX Auxillary Connector 44Y8842 78.25 
HMIG5U Box, Open 448833 es 
HMIG3U Box, Premium 44Y8832 2550.44 
HMIZD55 Gasket, 10.4” 44Y8837 80.52 
HMIZD55W Gasket, 10” 44Y8838 80.52 
HMIZD56 Gasket, 12.1” 44Y8839 80.52 
HMIZD56W. Gasket, 12” 44Y8840 80.52 
HMIZD57 Gasket, 15” 44Y8841 80.52 
HMIZD53W Gasket, 7” 44Y8836 78.25 
HMIZCFA16S Memory Cartridge, 16GB 44Y8834 535.87 
HMIZSD1GS Memory Cartridge, 1GB 44Y8843 120.92 
HMIZCFA32 Memory Cartridge, 32GB 44Y8835 1041.46 
PIM_5465807 
MAGELIS™ GTO OPTIMIZED ADVANCED PANEL Gchneider 


TOUCH SCREEN TERMINALS 

@ Energy Savings 

State of the art display 

Open and robust communication 

Easy installation and a sustainable offer 

Simple adaptation to your environment 

© Rugged design for industrial applications 

The Magelis GTO is the ideal optimized terminal 
that does not compromise features or performance. 
The energy efficient LED backlight uses 55% less 
energy compared to HMI using compact fluorescent. 
Additional dimming and screen saver can save even 
more. The 65 K color TFT screen provides excellent 


G@eElectric 
@es 


color and a wide viewing angle for a clear picture of 
your machine or process. LED backlight allows energy savings and dimming functionality. Embedded Ethernet 
provides easy integration into your IT structure as well as remote viewing and control. USB 2.0 and Mini USB 
allow easy connection to peripherals, expanded storage, screen updates, and maintenance. 

Price Each 

Mfg. Part No. Size | Resolution Interface Stock No. 1-4+ 

TFT LCD Color 
@ HMIGTO1310 | 3.5“ | 320x240 | RJ45, RS232, RS485, Serial, USB | 86W5692 | 1486.94 
@HMIGTO2310 | 5.7“ | 320x240 | RJ45, RS232, RS485, Serial, USB | 86W5693 | 3844.19 
@ HMIGTO3510 Le 800 x 480 | RJ45, RS232, RS485, Serial, USB | 86W5694 | 4100.70 
@ HMIGTO4310 | 7.5“ | 640x480 | RJ45, RS232, RS485, Serial, USB | 86W5695 | 5850.70 
@ HMIGTO5310 | 10.4“ | 640x480 | RJ45, RS232, RS485, Serial, USB | 86W5696 | 6848.90 
@ HMIGTO6310 | 12.1“ | 800x600 | RJ45, RS232, RS485, Serial, USB | 86W5697 | 7568.40 
PIM_210194 
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FT SERIES HMI TOUCH SCREEN 


© Screens highly resistant to static electricity and 
noise pollution 
© Drift-free operation despite any temperature 


MI<i< 


SWITCHES 


© Greater touch point density translating to more 
precision and reduction of false actuations 
© Quicker response time 


PANEL INSTRUMENTATION 


OPERATOR INTERFACES (HMI) 


MAGNECRAFT UNIVERSAL INPUT MULTIFUNCTION ° 
TIME DELAY RELAYS Schneider 


Z 


TDRPRO Relay 


& Electric 
Spier ; 
Compliant 
Available 
| ae cWNis 
. i 
Vibe € 


.S 


822 Relay 


fluctuation 


NKK’s transparent touch screens are engineered to complement the application of choice while offering superior 
durability and flexibility. With options in multiple sizes, and choices of input by finger, gloved finger or stylus, 
we maintain a consistent focus on impeccable quality and value added solutions with the diverse needs of our 
customers at the forefront. 

Whether an application requires the 5- or 4-wire technology, the features include metal tails (analog), contact 
reliability with a connector, and ANR film, eliminating many of the typical visual artifacts. The film surface is non- 
glare and hard coated for ease of use and integrity of the surface. 


Price Each 
Mfg. Part No. Size Stock No. 1-99+ 

Analogue Resistive, Narrow Frame 

@ FTASO0-12.1AN-4 12.1“ 18AC1554 64.05 
@ FTASO0-15AN-4 15“ 18AC1557 93.08 
@ FTAS00-19AN-4 19“ 18AC1558 191.95 
Analogue Resistive, Wide Type 

@ FTASO0-10.6AW-4 10.6 “ 18AC1553 58.69 
@ FTASO0-12.1AW-4 12.1“ 18AC1555 70.43 
@ FTASO0-15.6AW-4 15.6“ 18AC1556 105.59 


PIM_5728147 


MAGELIS STU SERIES COLOR TOUCH PANEL 


SCREENS 

© 320x240 (QVGA) 65,000 color touch screen 

@ Energy efficient, long life (50,000 hours) LED backlight 

@ Multiprotocol serial communications (RS485/232 RJ45 
serial port, 10//100 BaseT RJ45 Ethernet port 

@ 16MB flash internal memory (64KB backup FRAM) 

@ 24VDC power supply voltage with removable connector 

@ Mini USB port for programming with standard USB 
cable 

@ USB A port allows for external memory with USB stick 
or remote drives, interface with barcode readers & 
printers 

@ Extensive font library & multilanguage support for use globally 

@ 22mm hole mounting 

@ Rear module dimenions (L x H x D): 118 x 98 x 30mm 


Scoaner 


RoHS — 
Compliant 
Available 


Magelis STU color touch screens allow intelligent and intuitive graphical operator interface with high end 


features and capabilities and easy mounting through a 22mm push button hole. 
Price Each 
Mfg. Part No. Size | Resolution Interface Stock No. 1-4+ 
TFT LCD Color 
@HMISTUG55S | 3.5“ | 320x240 | RJ45, RS232, RS485, Serial, USB | 85R1323 | 1097.97 
@HMISTU855S | 5.7" | 320x240 | RJ45, RS232, RS485, Serial, USB | 4173197 | 1564.09 


PIM_194479 


DIGITAL-SET PROGRAMMABLE TIME- 
DELAY RELAYS 


MACROMATIC 


i Spire - 
‘compliant 

Sainte? Available 

| WE 


@ TD-781 series has 10 functions in one unit: On 
Delay, Interval, Off Delay, Single Shot, Flasher (On 


@ The TD-702 Series is an On Delay only 
@ Pushbutton thumbwheels for digitally setting time 


1st) On Delay/Off Delay, Single Shot Trailing Edge, range and function 
Watchdog and Triggered On Delay @ 0.05 second to 999 hour timing range 
Output: DPDT 10A @ 240VAC/28VDC. Repeat accuracy: 1%. Temperature range: -28° to 65°C. Dimensions 
in inches: 3.0” H x 1.7” D x 2.4” W. UL listed when used with manufacturer's socket. Order separately; go 
online or call. 
Price Each 
Mfg. Part No. Time Min Time Max Input Voltage Stock No. 1-14+ 
DPDT, Socket, Multifunction 
@ TD-78128 50ms 999h 24V 30M8002 198.19 
@ TD-78122 50ms 999h 120V 30M2626 188.56 
DPDT, Socket, On-Delay 
@ TD-70228 50ms 999h 24V 43K4121 137.99 
@ TD-70222 50ms 999h 120V 43K4120 151.32 
PIM_78683 
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821 and 822 Relays: © Universal voltage input: 12-240VAC/DC. 


© Universal voltage input: 12-240VAC/DC. @ Multifunction 
@ Multifunction @ 12A at 240VAC; 1/3HP at 120VAC; 1/2HP at 
@ 15A at 240VAC; 1/2HP at 120VAC; 1HP at 240VAC 240VAC 
@ Timing range: 0.1s to 10days © Timing range: 0.1s to 9990hrs 
© Dimensions: 2.6"H x 0.7"W x 3.5"L © Dimensions: 1.9"H x 1.9"W x 3°L 
@ DIN rail mountable @ UL recognized file no. E43641, CSA certified 
@ UL recognized file no. E234203, CE compliant @ Mates with socket mfg. part no.: 8-pin (70-464-1, 
TDRPRO Relays: 70-750L8-1); 11-pin (70-465-1, 70-750DL11-1) 
Price Each 
Mfg. Part No. Time Min Time Max Input Voltage Stock No. 1-19+ 
DPDT, DIN Rail 
@ 822TD10H-UNI 0.1s 10Days | 240V 99K5587 137.83 
DPDT, Socket 
@ TDRPRO-5102 0.1s 999h 240V 93K5596 288.78 
@ TDRPRO-5100 0.1s 9990h 240V 93K5594 346.28 
SPDT, DIN Rail 
@ 821TD10H-UNI 0.01s 10Days 240V 10M6579 115.33 
SPDT, Socket 
@ TDRPRO-5101 0.1s 9990h | 240V 93K5595 297.06 
PIM_88936 
P&B 10A OUTPUT TIME-DELAY RELAYS 
AUTHORIZED DISTRIBUTOR 
CL-41, CU-41 CL-42, CU-42 CL-51, CU-51 CB, CD, CG, CH, CK 
Plain Case Bracket Mount Case Plain Case w/Knob ® 
Ps AiG 
Gepicre , 
Compliant 
oe Available 
e 
CR 


© Contacts rated 10A 

® Contact configuration: DPDT 

© Power consumption: 3VA (AC relays), 3W (DC 
Dimensions: 2.937H x 1.781L x 2.406"W for CB, CD, CG, CH and CK models; 2.937H x 1.781L x 2.406"W for 
CR model; 2.156H x 1.531L x 1.406”W for CU and CL models. UL recognized, CSA certified. 


relays) 
@ 8-pin and 11-pin mounting configurations available 


Price Each 
Mfg. Part No. Time Min Time Max Input Voltage StockNo. | 1+ 
DPDT, Quick Connect, Delay-On-Break 
CB-1021B-78 0.1s 10s 120VAC 44F1136 = 
DPDT, Quick Connect, Delay-On-Make 
CUA-41-71034 0.1s 120s 120VAC 91B3143 sy 
CGB-38-70010M 14min 10min 120VAC 94B8815 _ 
DPDT, Socket, Delay-On-Break 
CDB-38-70016 0.1s 1s 120VAC 95F9220 = 
CDB-38-70091 0.1s 5s 120VAC 95F9223 pas 
CDD-38-30014 0.1s 10s 24VDC 67F1167 321.68 
CB-1038D-38 0.1s 10s 24VDC 90F1190 159.60 
CKF-38-78010 0.1s 10s 120VAC 66F3430 = 
CDB-38-70014 0.1s 10s 120VAC. 67F1164 ess 
CKB-38-77010 0.1s 10s 120VAC, 70B8786 _— 
CDD-38-30012 0.6s 60s 24VDC 24F1888 356.26 
CB-1023B-78 0.6s 60s 120VAC, 44F1138 — 
CKB-38-77060 0.6s 60s 120VAC. 95F9232 = 
CHB-38-70011 1s 10s 120VAC. 24F2887 feask 
CHB-38-70013 1s 180s 120VAC, 24F2888 230.00 
CB-1046B-38 1.8s 180s 24VAC 90F1211 es 
CDD-38-30008 1.8s 180s 24VDC 67F1168 = 
CB-1039D-38 1.8s 180s 24VDC 90F1191 = 
CB-1024B-78 1.8s 180s 120VAC, 44F1139 pas 
> CONTINUED > 
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TIME DELAY RELAYS 


P&B 10A OUTPUT TIME-DELAY RELAYS (CONT.) P&B 10A OUTPUT TIME-DELAY RELAYS (CONT.) 
Price Each Price Each 
Mfg. Part No. Time Min Time Max Input Voltage Stock No. 1+ Mfg. Part No. Description Stock No.|  1-1-9+ 
DPDT, Socket, Delay-On-Make @ 27E123 Socket, Screw, 11 Pin, for CB, CD, CG, CH, CK, CN1, CNS, CNT] 57F3432 10.68 
CUA-41-70001 a 1s 120VAC 67F1137 Ess Series : 
CUA-41-70003 . 35 120VAC 95F9231 = @ 27E121 Socket, Screw, 11 Pin, for CL & CU Series 57F3430 14.95 
CUA-41-70005 7 5s 120VAC 33F1665 ae @ 27E892 Socket, Screw/DIN/Snap, 11 Pin, for CB, CD, CG, CH, CK, CNMS, | 46F3588 14.57 
CNS, CR, CS Series 
CORSON = Ms JEOVAG eaza2t = @ 27E893 Socket, Screw/DIN/Snap, 11 Pin, for CL & CU Series 46F3616 18.47 
CHA Se LOE fs as ae STF S8Ee MBISZibg © 27E043 Socket, Screw/Solder, 11 Pin, for CL & CU Series 57F3424 | 4.18 
CB-1001B-70 0.1s 1s 120VAC 44F1128 159.60 PilipaeA 
CB-1002B-70 0.1s 5s 120VAC 44F1129 ae _ 
CDB-38-70002 0.1s 5s 120VAC 67F1157 es 
iGaeoni0 tis a Tne any = AGASTAT INDUSTRIAL ELECTROPNEUMATIC TIMING 
CLB-51-30010 0.18 10s 24VAC 24F3354 = RELAYS = TE 
® Available in On-delay, true Off-delay and On/Off-delay Ponnectiviy 
CDD-38-30003 0.18 10s 24VDC 24F1878 = © Timing from 0.1 s to 60 min., fully calibrated in linear increments AUReeces BEEUFOR 
CLH-41-30010 0.1s 10s 24VDC 24F3358 — © Operating voltages: 6 to 550VAC and 12 to 550VDC with 
CB-1028D-30 01s 10s 24VDC 44F1134 Se special voltages available @) G 
@ Available in 2-pole or 4-pole models 
CDB-38-70003 0.18 10s 120VAC 24F 1875 = @ Many enclosure options: explosion proof, dust tight, 
CLB-51-70010 0.1s 10s 120VAC 24F3355 a watertight, hermetically-sealed, NEMA 1 
CLF-41-70010 01s 10s 120VAC 24F3357 = ° sad options: surface mount, pane! mount, octal plug-in 
CKF-38-70010 0.18 10s 120VAC 24F3361 om ® Options and accessories: quick-connect terminals, dial 
CKB-38-70010 0.1s 10s 120VAC 24F3364 eas stops and transient protection module 
CB-1003B-70 01s 10s 120VAC 44F1130 ar aad hei sake screw lata : 
nitiate, delay, sequence and program equipment actions over 
CLF-42-70010 0.18 10s 120VAC 67F1142 == wide range of applications. 7000 series dielectric withstands 
CDB-38-70006 0.3s 30s 120VAC 33F1664 = 1500Vrms 60Hz between terminals and ground. Normal mounting in vertical position, from back of panel. A 
CLB-51-70030 0.35 30s 120VAC 77B2871 139.69 front mounting bracket is also supplied with each basic unit, Standard screw terminals (8-32 truss head screws 
supplied) located on front of unit, with permanent schematic markings. Barrier isolation accommodates spade 
CDD-38-30004 0.6s 60s 24VDC 24F1879 356.77 or ring tongue terminals. Seismic and radiation tested E700 models available; go online or call. UL listed, CSA 
CDB-38-70004 0.6s 60s 120VAC 24F1876 = certified, CE compliant. 
CDB-38-70012 0.6s 60s 120VAC 24F 1887 312.34 Price Each 
CB-1004B-70 0.6s 60s 120VAC 44F1131 -- Mfg. Part No. Time Min Time Max Input Voltage Stock No. 1-4+ 
CKB-38-70060 0.6s 60s 120VAC 67F1158 — DPDT, Panel, DPDT, Off-Delay, 120V 60Hz, 110V 50Hz 
CHD-38-30001 1s 10s 24VDC 24F2885 = 7022AB 0.5s 5s 120VAC 57F1556 513.23 
CUH-41-30010 1s 10s 24VDC 24F2939 = 7022AK 1s 300s 120VAC 28F1931 503.21 
CUH-42-30010 1s 10s 24VDC 24F2944 = 7022BK 1s 300s 240VAC 28F1932 486.27 
CHB-38-70001 1s 10s 120VAC 24F2883 = 7022AC 1.5s 15s 120VAC 57F1582 503.21 
CUF-41-70010 1s 10s 120VAC 24F 2937 = 7022AD 5s 50s 120VAC 57F1557 520.01 
CUF-42-70010 1s 10s 120VAC 24F2942 = 7022AE 20s 200s 120VAC 57F1584 491.22 
CUB-51-70010 1s 10s 120VAC 24F3350 = 7022AF 14min 10min 120VAC 57F1586 540.21 
CHB-38-80001 1s 10s 240VAC 67F1160 170.96 7022AH 3min 30min 120VAC 57F1558 562.83 
CUF-41-70030 1s 30s 120VAC 67F1143 exe DPDT, Panel, DPDT, On-Delay, 120V 60Hz, 110V 50Hz 
CHB-38-70002 1s 60s 120VAC 67F1159 = 7012AB 0.5s 5s 120VAC 57F1550 488.56 
CUB-51-70060 1s 60s 120VAC 77B2875 160.51 7012AK 1s 300s 120VAC 28F1929 488.56 
CUH-41-30120 1s 120s 24VDC 24F2940 = 7012AC 1.5s 15s 120VAC 57F1581 456.30 
CUF-41-70120 1s 120s 120VAC 24F2938 eas 7012AD 5s 50s 120VAC 57F1551 488.56 
CUF-42-70120 1s 120s 120VAC 24F2943 a 7012AE 20s 200s 120VAC 57F1583 493.33 
CUB-51-70120 1s 120s 120VAC 24F3351 = 7012AF Amin 10min 120VAC 57F1585 540.21 
CHD-38-30003 1s 180s 24VDC 24F2886 = 7012AH 3min 30min 120VAC 57F1552 645.66 
CHB-38-70003 1s 180s 120VAC 24F2884 = DPDT, Panel, DPDT, On-Delay, 125VDC 
CLB-51-70120 1.2s 120s 120VAC 24F3356 = 7012PB 0.5s 5s 125VDC 50F3837 529.89 
CDB-38-70005 1.8s 180s 120VAC 24F1877 = 7012PK 1s 300s 125VDC 50F3840 529.95 
CB-1005B-70 1.8s 180s 120VAC 44F1132 156.46 7012PD 5s 50s 125VDC 50F3839 668.78 
CB-1006B-70 min 10min 120VAC 44F1133 175.61 7012PF 1min 10min 125VDC 50F3615 581.47 
CGB-38-78010M 1min 10min 120VAC. 95F9222 = PIM_2706 
CGB-38-70050M Smin 50min 120VAC 33F1598 = 
nn _ oortt9§ | _167.57__ AGASTAT INDUSTRIAL GRADE SOLID-STATE MINIATURE 
DPDT, Socket, Delay-On- —_ 
, Socket, Delay-On-Release TIMING MODULES = TE 
@ CKB-38-70180 1.88 180s 120VAC 77B2870 — connectivity 
DPDT, Socket, Interval AUTHORIZED DISTRIBUTOR 
CB-1011B-79 0.1s 5s 120VAC 90F1198 157.94 
CRB-48-70010 0.1s 10s 120VAC 33F1668 ee = Wo ss j AL G 
CHD-38-30021 1s 10s 24VDC 67F1175 = i ; C € 
CHB-38-70021 1s 10s 120VAC 67F1172 = 
CHB-38-70023 1s 180s 120VAC 67F1174 190.21 
DPDT, Socket, Repeat Cycle 
CRB-48-70060 0.6s 60s 120VAC 77B2872 = vTM2 VTM1 
CRD-48-30180 1.85 180s 24VDC 67F1171 aay Designed for demanding industrial applications. Repeat accuracy +1% at constant temperature. 100,000,000 
SPDT Socket, Delay-On-Break operations at rated load. VTM1/VTMA1 time-delay operation begins when operating voltage is applied. At the 
LOCKER BEiey Ep (ea end of the preset time-delay, the output relay (load) is energized until operating voltage is removed. To reset, 
CB-1022B-78 0.1s 10s 120VAC 44F1137 177.15 remove operating voltage. Operation for VTM2 off-delay models: operating voltage is applied continuously. The 
7 output relay (load) is energized when a normally-open control switch is closed (the load remains energized as 
| Price Each_ long as the switch is closed). When the control switch is reopened, time delay begins. If the control state is 
Mfg. Part No. Description Stock No. 1-1-9+ reversed during time-delay period, the delay generating circuit automatically resets to zero. Dimensions: 2.00” x 
@ 27891 - 46F3587 10.32 2.00” x 1.25”. UL recognized, CSA certified, CE compliant. 
@ 27E122 ae 57F3431 9.66 
@ 27E046 Socket, PCB, 11 Pin, for CL & CU Series 57F3425 3.71 
@ 27E067 Socket, QC/Solder, 11 Pin, for CL & CU Series 57F3427 4.28 
@ 27E396 Socket, QC/Solder, 11 Pin, for CL & CU Series 57F3466 2.72 
> CONTINUED > > CONTINUED > 
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PANEL INSTRUMENTATION 


TIME DELAY RELAYS 


AGASTAT INDUSTRIAL GRADE SOLID-STATE MINIATURE TIMING QRM14 SERIES (CONT.) 
MODULES (CONT.) IP/ NEMA | Luminous | Forward Price Each 
Price Each Mfg. Part No. Color | Rating Intensity | Current | Voltage | Stock No. 1-9+ 
Mfg. Part No. Time Min Time Max Input Voltage Stock No. 1-4+ @ QRM145BXXHY12E | Yellow IP67 250mcd 20mA | 12VDC | 14AC2305 4.75 
SPST-NO, Panel, Off-Delay @ QRM145BXXHY24E | Yellow IP67 250mcd 20mA | 24VDC | 14AC2306 475 
VTM2ECD 0.5s 10s 24V 95F9881 = PIM_5702434 
VTM2ADD 3s 60s 120V 95F9878 111.66 
Sfetee Paneer LED PANEL MOUNT INDICATORS wz 
VTM1ACD 0.5s 10s 120V 98F9870 — IN 
VTM1EDD 3s 60s 24V 95F9876 = INNOVATIVETECHNOLOGIES 
VTMA1ADA 3s 60s 120V 27C8651 104.82 WHERE INNOVATION COMES TO LIGHT 
PIM_4009 = | 
AGASTAT UNIVERSAL ON-DELAY TIMING MODULES 
© On-delay operating mode -_ 
@ Timing from 1 to 1000 seconds = TE Ultralite Panel Indicators 
@ 1Asolid-state SPNO output LED Panel Indicators 
© Quick-connect 1/4" terminals MOREnet A Price Each 
: : © IP/ NEMA | Luminous | Forward tice Eac! 
e bibtieli voltage: 24 to 240VAC/DC or 12VDC r [-} i= i-t ; AY @ Mfg. Part No. Color Rating Intensity | Current | Voltage | Stock No. 1-49+ 
© Rated to 10 million operations ——: LED 
bd rae repeat accuracy arr aaseet ONE , a a Af fl 2 @ 19040321 Green IP67 29mced 18mA 24v | 541974 5.65 
© Operating temperature: -22°F to +150°F (-30°C to ae) 
+65°C) j $0 wee Gy e 19000253 Red IP40 10med 20mA 12VDC | 26M6041 5.25 
Simple, encapsulated units, remarkably small in size and sie Ultralite 
highly reliable. In-line timing module is wired in series with ek = @ 6342001505A | Amber | Not Rated a 30mA 5VDC 38Y9564 as 
load circuit. Time delay is initiated when power is applied to o @ 63400055056 Green | Not Rated . 30mA 2.2VDC | 38Y9563 9.05 
the series network. Connecting a resistor across the center 
terminals provide tamper-proof setting of time delay from © 6342002505R_| Red_| Not Rated ae 30mA_|_SVDC | 38Y9565 10.01 
1-1000 secs. UL recognized, CSA certified. PIM_5465414 
Price Each ——————————_—__—_—___=___==E==E=E=E__—_= 
Mfg. Part No. Time Min Time Max Input Voltage Stock No. 1+ CML - IT FILAMENT / INCANDESCENT LAMPS "ag 
SPST-NO, Panel IN 
VTM-1 1s 1000s 240V 2703921 = INNOVATIVE TECHNOLOGIES 
PIM_32879 WHERE INNOVATION COMES TO LIGHT 


aia ee 
P&B 10A ON-DELAY TIME-DELAY RELAY = ao 


e a=» 
e ieuiey see mount — TE aide Wire Leaded 
© 0.1 sec to 9,990 hr. timing range —-. 
@ Thumbwheel switches for programming delay time AUTHORIZED DISTRIBUTOR BAQs 
° us DIN enclosure Arange of lamps for CML indicators. 
Fixed input type (120VAC +15%). Rated 10A @ 30VDC/277VAC RoHS - 
resistive. UL recognized £22575, CSA certified LR15734. i Gap einpiat Average | Supply Price Each 
Dimensions: 2.83L x 1.88W x 1.88"H (71.90 x 47.80 x 47.80mm). . Mfg. Part No. Size MSCP Life Voltage Stock No. 1-99+ 
— ALG sass 
@ G643-5 G-3 1/2 y 3000h 12V 92K0305 = 
Bi-Pin 
| Price Each_ @ 01145200 T-1 (3mm) cs 16000h 18V 93K2154 eS 
Mfg. Part No. Time Min Time Max Input Voltage Stock No. 1+ @ 01143800 T-1 (3mm) . 50000h 6V 93K2152 2.26 
DPDT, Panel ©7327 T-1.3/4 (5mm) 4 4000 2ev | _23M9369 2.03 
CNt _ 9990h 120VAC S3FA050 = © 7382 T-1 3/4 (5mm) : 45000h t4v__ | 23M9374 1.99 
Price Each E10/ MES 
Mfg. Part No. Description Stock No. 1-1-9+ @ G501 G-3 1/2 = 4000h 6.5V 92K0293 1.76 
@ 27E891 as 46F3587 10.32 @ 6573-5 G-3 1/2 a 5000h 12V 92K0301 1.74 
@ 27E122 57F3431 9.66 @ 6198-5 G-3 1/2 e 10000h 6V 92K0274 1.70 
@ 24A110 DIN Rail Mounting Track 46F3617 16.91 @ 13001503 T-3 1/4 (10mm) 5 = 3.7V 54M1716 = 
PIM_2710 E5/LES 
@ 673 T-1 1/2 a 10000h 6V 23M9301 41.55 
QRM14 SERIES APEM @679 T-1 1/2 ite 10000h 12V 23M9303 4.55 
© 14mm rear panel mount LED indicator © 687 TA 1/2 oe 10000h 24V 23M9311 1.36 
© 10mm flush diffused LED, standard, hyper bright or water clear Midget Flange / SX6s 
hee e727 TAA (omm) ao0on | 28V__| 23M9348 | 1.69 
© Epoxy sealed rear end © 387 T-1 3/4 (5mm) os 7000h 28V 23M8915 1.35 
© 14mm D-shape anti-rotation bush @ 736 T-1 3/4 (5mm) _ 10000h 28V 23M9372 1.69 
Midget Groove / S5.7s 
@ 790 T-1 3/4 (5mm) is 5000h 48V 23M9413 1.96 
@ 379 T-1 3/4 (5mm) 2 20000h 6.3V 23M8904 = 
@ 336 T-1 3/4 (5mm) 05 1000h 14V 23M8861 1.37 
IP NEMA] Luminous | Forward PriceEach -_P13.5s 
Mfg. Part No. Color Rating | Intensity | Current | Voltage | Stock No. 1-9+ @ 13211430 B-3 1/2 ais wa 6V 54M1725 1.83 
e Green P67 250mcd | 20mA |3.2VDC |14AC2298} 46.52 @ 13212000 B-3 1/2 % $e 12V 54M1727 = 
e Green P67 250mcd | 20mA | 12VDC |14AC2299| 57.83 Subminiature Bi-Pin 
e Green P67 250mcd 20mA_ | 24VDC | 14AC2300] 51.89 @ 7309 T-1 1/4 ee 3000h 6V 23M9363 1.77 
e Green, Red P67 ie Y 12VDC | 14AC2307| 42.05 Telephone Slide, T6.8 
e Red P67 800mcd | 20mA |2.1VDC }14AC2301} 42.60 @ 03633200 T-6 4/5 is 10000h 28V 93K3828 4.20 
e Red P67 800mcd | 20mA | 12VDC |14AC2302} 33.20 Wedge 
e Red P67 800mcd | 20mA | 24VDC | 14AC2303| 47.60 @ 1107-002LF T-1 1/2 & 3000h 12V 93K2141 = 
e Red, Green, Blue P67 a si 12VDC |14AC2308} 43.32 @ 510LF T-3 1/4 isa 1000h 12V 93K4134 0.71 
e Yellow P67 250mcd | 20mA | 2VDC |14AC2304 4.54 @ 501 T-3 1/4 (10mm) es 1000h 12V 23M9115 4.05 
> CONTINUED > > CONTINUED > 
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PANEL INDICATORS 
CML - IT FILAMENT / INCANDESCENT LAMPS (CONT.) SERIES 18 PANEL MOUNT INDICATORS (CONT.) 
Average | Supply [Price Each_ IP/}NEMA | Forward Price Each 
Mfg. Part No. Size MscP Life Voltage Stock No. 1-99+ Mfg. Part No. Color Rating Current Voltage Stock No. 1-24+ 
Wedge Raised, Round (fig. 1) 
@ 513LF T-3 1/4 (10mm) ~ 5000h 24Vv 93K4152 0.86 @ 18-032.0054L Yellow P40 10mA 24VDC 38Y7532 = 
@ 912-002LF T5 a 1000h 12.8V 93K5456 1.10 @ 18-030.0054L Yellow P40 20mA 3VDC 38Y7526 = 
Wire Leaded Raised, Square (fig. 3) 
© 6838 T-1 (3mm) z 4000h 28V 389566 3.04 “@18-051.0055L_ | Green | (P40 |  2mA | 12VDC | 3ev7548 | — 
@715 T-1 (3mm) 7 40000h 5V 38Y9567 0.67 @ 18-052.0055L Green P40 2mA 24VDC 38Y7551 12.62 
@ 680 T-1 (3mm) 0.03 60000h 5V 23M9305 _ @ 18-050.0055L Green P40 20mA 3.2VDC 38Y7545 = 
@ 7219 T-1 (3mm) 0.15 10000h 12V 38Y9568 1.00 @ 18-051.0052L Red P40 10mA 12VDC 38Y7546 = 
@ 690BS T-1 1/2 o 5000h 14V 23M9318 ES @ 18-052.0052L Red P40 10mA 24VDC 38Y7549 = 
@ 687BS T-1 1/2 2 10000h 24V 23M9312 0.99 @ 18-050.0052L Red P40 20mA 2VDC 38Y7543 12.62 
PIM_5465405 @ 18-051.0054L Yellow P40 10mA 12VDC 38Y7547 = 
@ 18-052.0054L Yellow P40 10mA 24VDC 38Y7550 ee 
SERIES 18 PANEL MOUNT INDICATORS e a re) | @ 18-050.0054L Yellow P40 20mA 3vDC 38Y7544 12.62 
For Use Price Each 
Mfg. Part No. Description With StockNo. | 1-1-4 _ 
@ 18-961.5L Lens, Flush, Round, Green EAO 18 Series Indicators | 38Y7581 6.16 
@ 18-961.2L Lens, Flush, Round, Red EAO 18 Series Indicators | 38Y7579 8.08 
@ 18-961.4L Lens, Flush, Round, Yellow EAO 18 Series Indicators | 38Y7580 6.16 
@ 18-981.5L Lens, Flush, Square, Green EAO 18 Series Indicators | 38Y7584 6.16 
@ 18-981.2L Lens, Flush, Square, Red EAO 18 Series Indicators | 38Y7582 6.16 
fg @ 18-981.4L Lens, Flush, Square, Yellow EAO 18 Series Indicators | 38Y7583 6.16 
@ 18-941.5L Lens, Raised, Rectangular, Green | EAO 18 Series Indicators | 38Y7575 5.49 
@ 18-941.2L Lens, Raised, Rectangular, Red | EAO 18 Series Indicators | 38Y7573 5.49 
@ 18-941.4L Lens, Raised, Rectangular, Yellow | EAO 18 Series Indicators | 38Y7574 5.49 
@ 18-931.5L Lens, Raised, Round, Green EAO 18 Series Indicators | 38Y7572 5.49 
@ 18-931.2L Lens, Raised, Round, Red EAO 18 Series Indicators | 38Y7570 4.79 
fig. 5 @ 18-931.4L Lens, Raised, Round, Yellow EAO 18 Series Indicators | 387571 5.49 
Ordering Guide: © 18-08x.005xL = fig. 5 @ 18-951.5L Lens, Raised, Square, Green EAO 18 Series Indicators | 38Y7578 5.81 
© 18-03x.005xL = fig. 1 Applications: @ 18-951.2L Lens, Raised, Square, Red EAO 18 Series Indicators | 38Y7576 479 
Ma tee ge ie te oe © 18-951.4._| Lens, Raised, Square, Yellow | EAO 18 Series Indicators | 38¥7577 | _5.49 
© 18-06x.005xL = fig. 4 PIM_5406625 
IP/NEMA | Forward Price Each 
Mfg. Part No. Color Rating Current Voltage Stock No. 1-24+ SERIES 18 PANEL MOUNT INDICATORS e a re) | 
Flush, Round (fig. 4) 
@ 18-061.0055L Green P40 2mA 12VDC 38Y7557 13.24 ~ 
@ 18-062.0055L Green P40 2mA 24VDC 38Y7560 2.90 4 gx a 
@ 18-060.0055L Green P40 20mA 3.2VDC 38Y7554 13.34 : 
@ 18-061.0052L Red P40 10mA 12VDC 38Y7555 = ig 
@ 18-062.0052L Red P40 10mA 24VDC 38Y7558 14.47 
@ 18-060.0052L Red P40 20mA 2VDC 38Y7552 = {9.3 fil 
@ 18-061.0054L Yellow P40 10mA 12VDC 38Y7556 13.24 - fig. 1 fig. 2 fais 
@ 18-062.0054L Yellow P40 10mA 24VDC 38Y7559 12.95 Soper 
@ 18-060.0054L Yellow P40 20mA 3VDC 38Y7553 13.34 
Flush, Square (fig. 5) 
@ 18-081.0055L Green P40 2mA 12VDC 38Y7566 = 
@ 18-082.0055L Green P40 2mA 24VDC 38Y7569 = 
@ 18-080.0055L Green P40 20mA 3.2VDC 38Y7563 = ie 
@ 18-081.0052L Red P40 10mA 12VDC 38Y7564 13.24 Ordering Guide: © 18-08x.005xL = fg. 5 
@ 18-082.0052L Red P40 10mA 24VDC 38Y7567 13.34 © 18-03x.005xL = fig. 1 Applications: 
@ 18-080.0052L Red P40 20mA 2VDC 38Y7561 = : eed = Ms ; : fae and — ; ; 
@ 18-081.0054L Yellow P40 10mA f2vDc | 38Y7565 | 13.24 6718-088 00K = Hs i enorelny Se toegestaan 
@ 18-082.0054L Yellow P40 10mA 24VDC 38Y7568 = eimcun’| Geman BRESERh 
© 18-080.0054L Yellow P40 20mA 3vDC 387562 = Mfg. Part No. Color Rating Current Voltage StockNo. | 1-24+ 
Raised, Rectangular (fig. 2) Flush, Round (fig. 4) 
0 18:041.0055L_| Green | P40 | amA | VC © 18-067.0055L Green P40 mA 12vDC_ | 38Y7557 | 13.24 
@ 18-042.0055L Green P40 2mA 24VDC 38Y7542 a “© 18-062.00565. | Green| IP40. | 2mA | 24voc | 3ev7560 | 290 
© 18-040.0055L__| Green pau 20mA | 3.2VDC | RSBXAaG = © 18-060.0055L_ | Green P40 2oma | 32voc | 38v7554 | 43.34 
@ 18-041.00521 Red Pag 10mA i2vDe_|__38¥7537 = @ 18-061.0052L Red P40 TomA t2vDC | 38Y7555 as 
© 18-042.00521. Red ue 10mA | 24VDC _|RSSuOSY = @ 18-062.0052L Red P40 toma | 2avoc | 3av7558 | 14.47 
@ 18-040.00521 Red P40 20mA 2vDC__|__38Y7534 = © 18-060.0052L Red P40 20mA 2vpc | 38V7552 = 
© 18-041.0054L__ | Yellow pao 10mA__ | 12v0C SBMS a @ 18-061.0054__| Yellow P40 fomA | 12vDC | 38Y7586 | 43.24 
@ 18-042.0054L Yellow Rao toma | 24VDC_|__38Y7541 = @ 18-062.0054L Yellow P40 fomA | 24voc | 38v7559 | 12.95 
© 18-040.0054L_|_Yellow Mie a SVDC_ |ESBXEESS = © 18-060.0054L | Yellow P40 20mA avoc | 38v7553 | 13.34 
Raised, Round (fig. 1) Flush, Square (fig. 5) 
@ 18-031.0055L Green P40 2mA 12VDC 38Y7530 12.62 ® 18-081.0055L Green P40 omA TVG 3877566 = 
@ 18-032.0056L Green pao 2mA 24vDC_ | _38Y7533_ | 12.24 @ 18-082.0055L Green P40 2mA 24vDC_| 38Y7569 = 
© 18-030.0055L__| Green ca 20mA | 3.2VDC [SRY = @ 18-080.0055L_ | Green P40 20mA | 3.2vDc | 387563 = 
@ 18-031.0052L Red P40 10mA 12VDC 38Y7528 ae © 18-081.0052L Red P40 TomA TDVDC 3BY7564 na 
© 18-032.0052L _ p40 10mA__|_24VDC _ [RSS Ie © 18-082.0052L Red P40 toma | 2avoc | sev75e7 | 13.34 
Srl OSSeE _ Ea 20mA 2VDC__|BESBYiE25 = © 18-080.0052L Red P40 20mA 2vDC | 38Y7561 = 
© 18-031.0054L__|_ Yellow lies toma | _12v0C__SBMS2g = © 18-081.0054. | Yellow P40 fomA | 12vDC | 38Y7565 | 43.24 
> CONTINUED > > CONTINUED > 
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PANEL INSTRUMENTATION 


PANEL INDICATOR 
SERIES 18 PANEL MOUNT INDICATORS (CONT.) 22MM RUGGEDIZED LED FLEXVOLT™ PANEL 4 Ga Ga 
IP/NEMA | Forward [Price Each MOUNT INDICATORS 
Mfg. Part No. Color Rating Current Voltage Stock No. 1-24+ © Moisture sealed, IP67/NEMA 6P rated ee Gein ? 
; © Built-in LED can be used with 5 to 28 volt DC circuits Compliant 
Flush, Square(fig.5) © Designed for extreme harsh and outdoor environments vale 
@ 18-082.0054L Yellow P40 10mA 24VDC 38Y7568 a5 @ Variety of connection options for fast, easy installation 
© 18-080.0054L Yellow PAO 20mA 3VDC 387562 a © Fast pitch threads ease assembly, requiring only 1 turn 
Tre E oo a ee SS M&O © Special nut assembles by finger, or with 1” hex tool 
Raised, Rectangular (fig. 2) © Direct sunlight visibility 
@ 18-041.0055L Green P40 2mA 12VDC 38Y7539 = © Wide viewing angle 
@ 18-042.0055L Green P40 2mA 24VDC 38Y7542 a © Resistant to shock and vibration 
@ 18-040.0055L Green P40 20mA 3.2VDC_ | 38Y7536 = ue 
@ 18-041.0052L Red P40 10mA 12VDC 38Y7537 — @ Instrument panels © Safety applications 
@ 18-042.0052L Red P40 10mA 24VDC 38Y7540 aTE © Disinfection and sterilization environments © Outdoor signage 
© 18-040,0052L Red P40 2omA | _2vdC_| _38¥7534 = Pe Aa aa peepee 
@ 18-041.0054L Yellow P40 10mA 12VDC 38Y7538 = @ Vending and gaming machines 
© 18-042.0054L Yellow P40 10mA 24VDC 38Y7541 a in NEMAe "| Coniineuctl Renae Price Each 
@ 18-040.0054L Yellow P40 20mA 3VDC 38Y7535 = Mfg. Part No. Color Rating Intensity | Current | Voltage | Stock No. 1-9+ 
Raised, Round (fig. 1) Quick Disconnect 
@ 18-031.0055L Green P40 2mA 12VDC 38Y7530 CNX722C600FVT | Blue | |IP67, NEMA6P | 280mcd 20mA | 28VDC | 26Y6121 Sig) 
@ 18-032.0055L Green P40 2mA 24VDC 38Y7533 CNX722C500FVT | Green | IP67, NEMA 6P 1.4cd 20mA | 28VDC | 26Y6118 14.58 
@ 18-030.0055L Green P40 20mA 3.2VDC 38Y7527 CNX722C200FVT | Red | IP67, NEMA6P 1.9cd 20mA | 28VDC | 26Y6112 14.58 
@ 18-031.0052L Red P40 10mA 12VDC 38Y7528 CNX722C900FVT | White | IP67, NEMA 6P 1.7cd 20mA | 28VDC | 26Y6124 9.23 
@ 18-032.0052L Red P40 10mA 24VDC 38Y7531 CNX722C400FVT | Yellow | |P67, NEMA6P | 200mcd 20mA | 28VDC | 26Y6115 16.03 
@ 18-030.0052L Red P40 20mA 2VDC 38Y7525 = Screw Block Termination 
@ 18-031.0054L Yellow P40 10mA 12VDC 38Y7529 — CNX722C600FVB | Blue | |IP67, NEMA6P | 280mcd 20mA | 28VDC | 26Y6120 11.32 
@ 18-032.0054L Yellow P40 10mA 24VDC 38Y7532 -— CNX722C500FVB | Green | IP67, NEMA 6P 1.4cd 20mA | 28VDC | 26Y6117 16.00 
@ 18-030.0054L Yellow P40 20mA 3VDC 38Y7526 — CNX722C200FVB | Red | IP67, NEMA6P 1.9cd 20mA | 28VDC | 26Y6111 10.67 
Raised, Square (fig. 3) CNX722C900FVB | White | P67, NEMA6P}  1.7cd 20mA | 28VDC | 26Y6123 | 44.32 
@ 18-051.0055L Green P40 2mA 12VDC 38Y7548 eas CNX722C400FVB | Yellow | |P67, NEMA6P | 200mcd 20mA | 28VDC | 26Y6114 11.87 
@ 18-052.0055L Green P40 2mA 24VDC 38Y7551 12.62 Wire Leads 
@ 18-050.0055L Green P40 20mA 3.2VDC 38Y7545 — CNX722C600FVW | Blue | |IP67, NEMA6P | 280mcd 20mA | 28VDC | 26Y6122 8.96 
@ 18-051.0052L Red P40 10mA 12VDC 38Y7546 —= CNX722C500FVW | Green | IP67, NEMA 6P 1.4cd 20mA | 28VDC | 26Y6119 13.31 
@ 18-052.0052L Red P40 10mA 24VDC 38Y7549 -— CNX722C200FVW | Red | IP67, NEMA6P 1.9cd 20mA | 28VDC | 26Y6113 8.43 
@ 18-050.0052L Red P40 20mA 2VDC 38Y7543 12.62 CNX722C900FVW | White | IP67, NEMA 6P 1.7cd 20mA | 28VDC | 26Y6125 8.24 
@ 18-051.0054L Yellow P40 10mA 12VDC 38Y7547 —_ CNX722C400FVW | Yellow | IP67, NEMA6P | 200mcd 20mA | 28VDC | 26Y6116 8.43 
© 18-052.0054L Yellow P40 10mA 24VDC 38Y7550 Be PIM_5406574 
@ 18-050.0054L Yellow P40 20mA 3VDC 38Y7544 12.62 
For Use Price Each CNX718 SERIES LED PANEL MOUNT INDICATORS 4 Ga Ga 
Mfg. Part No. Description With Stock No. 1-1-4+ 
@ 18-961.5L Lens, Flush, Round, Green EAO 18 Series Indicators | 38Y7581 6.16 RoHS 
© 18-961.2L Lens, Flush, Round, Red EAO 18 Series Indicators | _38Y7579 8.08 Gop tinpiat 
@ 18-961.4L Lens, Flush, Round, Yellow EAO 18 Series Indicators | 38Y7580 6.16 
@ 18-981.5L Lens, Flush, Square, Green EAO 18 Series Indicators | 38Y7584 6.16 oN 
@ 18-981.2L Lens, Flush, Square, Red EAO 18 Series Indicators | 38Y7582 6.16 > 
@ 18-981.4L Lens, Flush, Square, Yellow | EAO 18 Series Indicators | 38Y7583 6.16 ai sheer lens © 0.187" tab terminals / 6" wire leads 
@ 18-941.5L Lens, Raised, Rectangular, Green | EAO 18 Series Indicators | 38Y7575 5.49 hicie ch eta: a high intensity LED with a wide viewing angle. 
@ 18-941.2L Lens, Raised, Rectangular, Red EAO 18 Series Indicators | 38Y7573 5.49 5 
@ 18-941.4L Lens, Raised, Rectangular, Yellow | EAO 18 Series Indicators | 38Y7574 5.49 IPI NEMA Luminous HerieslEachy 
- - - Mfg. Part No. Color Rating Intensity Voltage | Stock No. 1-9+ 
@ 18-931.5L Lens, Raised, Round, Green EAO 18 Series Indicators | 38Y7572 5.49 Tab Terminals 7 
@ 18-931.2L Lens, Raised, Round, Red EAO 18 Series Indicators | 38Y7570 4.79 CNX718N40005T ‘Amber Not Rated 28d 5VDC 26Y7251 1.02 
@ 18-931.4L Lens, Raised, Round, Yellow EAO 18 Series Indicators | 38Y7571 5.49 CNX718N40012T ‘Amber Not Rated 2 Bed 12VDC 2617253 14.59 
0 18:951.5__|__Lens, Raised, Square, Green_| EAO 18 Series indicators | 38Y7578 | 5.81 _ CNX718N40028T | Amber | NotRated | 28cd | 2evDC | 26v7257 | 14.48 
@ 18-951.2L Lens, Raised, Square, Red EAO 18 Series Indicators | 38Y7576 4.79 CNX718N400120 Amber | Not Rated 2.8cd 420VAC 26Y7255 13.99 
@ 18-951.4L Lens, Raised, Square, Yellow EAO 18 Series Indicators | 38Y7577 5.49 CNX718N50005T Green | Not Rated 2Acd 5VDC 26Y7259 14.48 
PIMC oSeee CNX718N50012T Green | Not Rated 2.4cd tavoc_| 267261 | 13.99 
St ee CNX718N50028T Green | Not Rated 2.4cd 2evoc | 26y7265 | 1254 
45 SERIES LED PANEL INDICATORS @ Fa Oo Hi CNX718N500120 Green | Not Rated 2.4cd 120VAC | 26Y7263 | 13.99 
: . : F ‘ CNX718N20005T Red Not Rated 2.8cd 5VDC 26Y7243 14.48 
: ppb and modular series ; sree aa options CNX718N20012T Red Not Rated 2 8ed 12VDC 26Y7245 12.42 
© Easy to assemble and use © Long service life CNX718N20028T Red Not Rated 2.8cd 28VDC | 26Y7249 13.30 
EAO's Series 45 unites an extremely broad range of machine operating functions with outstanding technical CNX718N200120 Red Not Rated 2.8cd 120VAC | 26Y7247 13.99 
properties. CNX718N90005T White Not Rated 2.5¢ed 5VDC 26Y7267 13.99 
IP / NEMA | Price Each_ CNX718N90012T White | Not Rated 2.5cd 12vDC | 267269 755 
Mfg. Part No. Color Rating Voltage | Stock No. 1-24+ ~~ CNX718N90028T | White | NotRated | 25cd | 28VDC | 26Y7273 | 13.38 
Metal CNX718N900120 White Not Rated 2.5¢d 120VAC 26Y7271 14.48 
@ 45-1T00.20H6.000.100 Green P66, IP67, IPG9K 24V 98Y4468 6.69 Wire Leads 
@ 45-1T00.20E6.000.100 Red P66, IP67, IP69K 24V 98Y4466 25.11 CNX718N40005W Amber Not Rated 2.8cd 5VDC 26Y7252 7.55 
@ 45-1T00.20N6.000.100 White P66, IP67, IP69K 24V 98Y4469 35.37 CNX718N40012W Amber Not Rated 2.8cd 12VDC 26Y7254 14.48 
@ 45-1T00.2066.000.100 Yellow P66, IP67, IP69K 24v 98Y4467 6.69 CNX718N40028W Amber | Not Rated 2.8cd 28VDC 26Y7258 1.02 
Plastic CNX718N400120W Amber | Not Rated 2.8cd 120VAC 26Y7256 14.48 
@ 45-1T00.10J6.000.100 Blue P66, IP67, IP69K 24V 98Y4463 23.53 CNX718N50005W Green Not Rated 2.4cd 5VDC 26Y7260 14.59 
@ 45-1T00.10H6.000.100 Green P66, IP67, IP69K 24V 98Y4462 33.34 CNX718N50012W Green Not Rated 2.4cd 12VDC 26Y7262 13.47 
@ 45-1T00.10E6.000.100 Red P66, IP67, IP69K 24V 98Y4460 Sbleus CNX718N50028W Green Not Rated 2.4cd 28VDC 26Y7266 13.58 
@ 45-1700.10K6.000.100__| Transparent | IP66,IP67,IP69K | 24V 98Y4464 6.27 CNX718N500120W | Green | Not Rated 2.4cd 120VAC | 26Y7264 | 44.48 
@ 45-1T00.10N6.000.100 White P66, IP67, IP69K 24V 98Y4465 6.27 CNX718N20005W Red Not Rated 2.8cd 5VDC 26Y7244 14.59 
© 45-1T00.10G6.000.100 Yellow P66, IP67, IP69K | 24V 9874461 13.93 CNX718N20012W Red | Not Rated 2.8cd 12VDC_| 26Y7246 7.55 
ated > CONTINUED > 
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PANEL INSTRUMENTATION @ Indicates RoHS Compliant 4] Find Datasheets Online 
PANEL INDICATORS 
CNX718 SERIES LED PANEL MOUNT INDICATORS (CONT.) L60 SERIES 0.23” WATER TIGHT LED PANEL MOUNT INDICATORS (CONT.) 
IP/NEMA | Luminous | Price Each_ IP/ NEMA | Luminous | Forward | Price Each 
Mfg. Part No. Color Rating Intensity Voltage | Stock No. 1-9+ Mfg. Part No. Color Rating Intensity | Current | Voltage | Stock No. 1-9+ 
Wire Leads L60D-A28-W | Amber | Not Rated 30med 15.8mA | 28VDC | 39Y5758 8.32 
CNX718N20028W Red Not Rated 2.8cd 28VDC 26Y7250 7.55 L60D-A12-W | Amber | Not Rated 30med 16mA 12VDC | 39Y5757 12.46 
CNX718N200120W Red Not Rated 2.8cd 120VAC | 26Y7248 13.65 L60D-A5-W Amber | Not Rated 30med 17mA 5VDC | 395759 13.14 
CNX718N90005W White | Not Rated 2.5¢d 5VDC 26Y7268 3.40 L60D-G12-W | Green | Not Rated 44mcd 16mA | 12VDC | 84X6119 5.18 
CNX718N90012W White | Not Rated 2.5ed 12VDC 267270 3.40 L60D-G28-W | Green | Not Rated 60med 15.8mA | 28VDC | 39Y5760 13.14 
CNX718N90028W White | Not Rated 2.5cd 28VDC 26Y7274 13.44 L60D-G5-W Green | Not Rated 60med 17mA 5VDC | 39Y5761 13.14 
CNX718N900120W White | Not Rated 2.5cd 120VAC | 26Y7272 13.99 L60D-R28-W Red | Not Rated 60mcd 17.5mA | 28VDC | 39Y5762 8.31 
PIM_5406586 L60D-R12-W Red | Not Rated 60mced 19mA | 12VDC | 84X6118 7.08 
L60D-R5-W Red | Not Rated 60mcd 20mA 5VDC | 39Y5763 13.14 
14MM RUGGEDIZED LED FLEXVOLT PANEL 4 Ga GEE PIM_5465449 
MOUNT INDICATORS 
PML50 SERIES 


RoHS _ 
Compliant 
Available 


@ Moisture sealed, IP67/NEMA 6P rated © Control cabinets 
@ New FlexVolt™ technology allows this indicator to © © Instrument panels 
be used with any voltage from 5V to 28V ® Disinfection and sterilization environments 
@ Designed for extreme harsh and outdoor © Transportation dashboards 
environments © Switch stations 
© Fast pitch threads ease assembly, requiring only © Safety applications 
1 turn © Outdoor signage 
@ Direct sunlight visibility @ Aircraft and military 
@ Wide viewing angle @ Industrial machinery 
@ Resistant to shock and vibration @ Vending and gaming machines 
Applications: 
IP/NEMA | Luminous Price Each 
Mfg. Part No. Color Rating Intensity | Voltage | Stock No. 1-9+ 
CNX714C500FVW | Green | IP67, NEMA6P 1.4cd 28VDC | 26Y7241 15.01 
CNX714C200FVW Red IP67, NEMA 6P 1.9cd 28VDC | 26Y7239 15.01 
CNX714C900FVW White | IP67, NEMA6P 1.7cd 28VDC | 26Y7242 7.62 
CNX714C400FVW | Yellow | IP67, NEMA6P 200mcd 28VDC | 26Y7240 9.51 


PIM_5406592 


31 SERIES RECTANGULAR INCANDESCENT 
INDICATORS FOR 1.281” x .395” MOUNTING HOLE 


Lens Color Options: aes 
31G1-2111T / 31G3-2111T / 31G18-2111T: Red 


ee 
VWOC 
RoHS 
Compliant 
Available 


© 31G1-2112T / 31G3-2112T/ 31G18-2112T: Green ~ 

© 31G1-2113T / 31G3-2113T / 31G18-2113T: Amber 

© 31G1-2115T / 31G3-2115T / 31G18-2115T: White 

© 31G1-2117T / 31G3-2117T / 31G18-2117T: Clear 

The 31 Series Leecraft rectangular indicators feature a wide 

variety of lens colors and voltage options. Indicator lights quickly 

snap fit into a 1.281” x 0.395" (32.54mm x 10.03mm) mounting 

hole. Recommended panel thickless range from 0.020” (0.5mm) a 

minimum to 0.090” (2.3mm) maximum. 

Current Supply Price Each 
Mfg. Part No. Lens Shape Rating Voltage Stock No. 1-24+ 

Solder Terminal, Amber 
@ 31G18-2113T Rectangular 40 mA 28V 94F5472 748 
@ 3161-2113 Rectangular 200 mA 6V 87H6841 = 
Solder Terminal, Clear 
@ 31618-2117 Rectangular 40 mA 28V 15B355 = 
@ 3163-2117 Rectangular 100 mA 14V 15B372 -— 
@ 3161-2117 Rectangular 200 mA 6V 15B338 _ 
Solder Terminal, Green 
@ 31618-2112 Rectangular 40 mA 28V 94F5471 4.20 
@ 3163-2112 Rectangular 100 mA 14V 25F1416 7.64 
@ 3161-2112 Rectangular 200 mA 6V 83H8970 = 
Solder Terminal, Red 
@ 31618-2111 Rectangular 40 mA 28V 98F878 11.65 
Solder Terminal, White 
@ 31618-2115 Rectangular 40 mA 28V 25F1330 8.45 
@ 31G3-2115T Rectangular 100 mA 14V 25F1419 — 
@ 31G1-2115T Rectangular 200 mA 6V 62J1184 = 

PIM_5416296 


L60 SERIES 0.23” WATER TIGHT LED PANEL 
MOUNT INDICATORS 


© Water tight 

© Tinted diffused LEDs 

© Reflective chrome plated body 
@ 45° viewing angle 


@ Mounting hardware provided 
© 6” wire leads, 24 AWG 
@ Maximum panel thickness 0.07” 


> CONTINUED > 


© Low profile semi dome lenses for uniform illumination 

® Clear transparent lenses and high brightness LEDs 
produce daylight and outdoor visibility 

@ Flex voltage (5 VDC to 28 VDC) designed for 
application flexibility: one solution for several required 
input voltages 

© Designed for extreme harsh and outdoor environments 

@ Resistant to shock and vibration 

@ Wide viewing angle 

@ Long lifetime, up to 100k hours 


s 


PML50 Series with built-in LED FlexVoltTM technology offers daytime visibility, easy installation in harsh 
environments 
IP/NEMA| Luminous | Forward Price Each 
Mfg. Part No. Color Rating Intensity Current | Voltage | Stock No. | 1-499+ 
PMLS0BFVW Blue IP67 306footlambert | 20mA | 28VDC | 14AC6155 9.71 
PMLSO0GFVW Green IP67 | 4850footlambert| 20mA | 28VDC |14AC6156] 14.22 
Green, Red} —|P67 ws wie 28VDC | 14AC6158) 16.91 
PML50RGFVW 
PMLSORFVW Red IP67 | 1150footlambert | 20mA | 28VDC |14AC6157| 14.63 
PML50WFVW White IP67 | 3600footlambert | 20mA | 28VDC | 14AC6159 9.00 
PMLS0YFVW Yellow IP67 | 2700footlambert| 20mA | 28VDC |14AC6160| 14.62 
PIM_5713812 


22MM RUGGEDIZED LED FLEXVOLT™ PANEL 
MOUNT INDICATORS 


® Moisture sealed, IP67/NEMA 6P rated 

© Built-in LED can be used with 5 to 28 volt DC circuits 

@ Designed for extreme harsh and outdoor environments 

@ Variety of connection options for fast, easy installation 

© Fast pitch threads ease assembly, requiring only 1 turn 

© Special nut assembles by finger, or with 1” hex tool 

© Direct sunlight visibility 

@ Wide viewing angle 

@ Resistant to shock and vibration 

Applications: 

© Control cabinets 

@ Instrument panels © Safety applications 

@ Disinfection and sterilization environments © Outdoor signage 

© Transportation dashboards ® Aircraft and military 

® Switch stations © Industrial machinery 

® Vending and gaming machines 
IP/NEMA | Luminous | Forward Price Each 
Mfg. Part No. Color Rating Intensity | Current | Voltage | Stock No. 1-9+ 

Quick Disconnect 
CNX722C600FVT | Blue | 1P67,NEMA6P | 280mcd 20mA | 28VDC | 26Y6121 9.79 
CNX722C500FVT | Green | IP67,NEMA6P |  1.4cd 20mA | 28VDC | 26Y6118 14.58 
CNX722C200FVT | Red | 1IP67,NEMA6P|  1.9cd 20mA | 28VDC | 26Y6112 14.58 
CNX722C900FVT | White | IP67,NEMA6P | 1.7cd 20mA | 28VDC | 26Y6124 9.23 
CNX722C400FVT | Yellow | P67, NEMA6P | 200mcd 20mA | 28VDC | 26Y6115 16.03 

Screw Block Termination 
CNX722C600FVB | Blue | |IP67,NEMA6P | 280mcd 20mA | 28VDC | 26Y6120 | 44.32 
CNX722C500FVB | Green | IP67, NEMA6P|__ 1.4cd 20mA | 28VDC | 26Y6117 | 16.00 
CNX722C200FVB | Red ||IP67,NEMA6P| 1.9cd 20mA | 28VDC | 26Y6111 10.67 
CNX722C900FVB | White | IP67, NEMA6P|  1.7cd 20mA | 28VDC | 26Y6123 | 11.32 
CNX722C400FVB | Yellow | P67, NEMA6P | 200mcd 20mA | 28VDC | 26Y6114 11.87 

Wire Leads 
CNX722C600FVW | Blue |IP67,NEMA6P| 280mcd | 20mA | 28VDC | 26Y6122 8.96 
CNX722C500FVW | Green | IP67, NEMA6P | _1.4cd 20mA | 28VDC | 26Y6119 | 43.31 
CNX722C200FVW | Red | |P67,NEMA6P |  1.9cd 20mA | 28VDC | 26Y6113 8.43 
CNX722C900FVW | White | P67, NEMA6P| — 1.7cd 20mA | 28VDC | 26Y6125 8.24 
CNX722C400FVW | Yellow | IP67, NEMA6P | 200mcd | 20mA | 28VDC | 26Y6116 8.43 


PIM_5465338 
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CNX718 SERIES LED PANEL MOUNT INDICATORS VCC 


@ 
@ Dome shaped clear lens 
@ Front panel mount 


@ 0.187” tab terminals / 6” wire leads 


CNX718 series features a high intensity LED with a wide viewing angle. 
IP/NEMA | Luminous Price Each 
Mfg. Part No. Color Rating Intensity Voltage | Stock No. 1-9+ 
Tab Terminals 
CNX718N40005 Amber | Not Rated 2.8cd 5VDC 26Y7251 1.02 
CNX718N40012 Amber | Not Rated 2.8cd 12VDC 26Y7253 14.59 
CNX718N40028T Amber | Not Rated 2.8cd 28VDC 26Y7257 14.48 
CNX718N400120 Amber | Not Rated 2.8cd 120VAC | 26Y7255 13.99 
CNX718N50005 Green | Not Rated 2.4cd 5VDC 26Y7259 14.48 
CNX718N50012T Green | Not Rated 2.4cd 12VDC 26Y7261 13.99 
CNX718N50028T Green | Not Rated 2.4cd 28VDC 26Y7265 12.54 
CNX718N500120 Green | Not Rated 2.4cd 120VAC 267263 13.99 
CNX718N20005 Red Not Rated 2.8cd 5VDC 26Y7243 14.48 
CNX718N20012T Red Not Rated 2.8cd 12VDC 26Y7245 12.42 
CNX718N20028T Red Not Rated 2.8cd 28VDC 267249 13.30 
CNX718N200120 Red Not Rated 2.8cd 120VAC 26Y7247 13.99 
CNX718N90005 White Not Rated 2.5cd 5VDC 26Y7267 13.99 
CNX718N90012T White Not Rated 2.5cd 12VDC 267269 1S) 
CNX718N90028T White Not Rated 2.5cd 28VDC 26Y7273 13.38 
CNX718N900120 White Not Rated 2.5ed 120VAC 26Y7271 14.48 
Wire Leads 
CNX718N40005W Amber | Not Rated 2.8cd 5VDC 26Y7252 7.55 
CNX718N40012W Amber | Not Rated 2.8cd 12VDC 26Y7254 14.48 
CNX718N40028W Amber | Not Rated 2.8cd 28VDC 26Y7258 1.02 
CNX718N400120W Amber | Not Rated 2.8cd 120VAC | 26Y7256 14.48 
CNX718N50005W Green | Not Rated 2.4cd 5VDC 267260 14.59 
CNX718N50012W Green | Not Rated 2.4cd 12VDC 26Y7262 13.47 
CNX718N50028W Green | Not Rated 2.4cd 28VDC 267266 13.58 
CNX718N500120W Green | Not Rated 2.4cd 120VAC 267264 14.48 
CNX718N20005W Red Not Rated 2.8cd 5VDC 267244 14.59 
CNX718N20012W Red Not Rated 2.8cd 12VDC 267246 7.55 
CNX718N20028W Red Not Rated 2.8cd 28VDC 267250 7.55 
CNX718N200120W Red Not Rated 2.8cd 120VAC 267248 13.65 
CNX718N90005W White Not Rated 2.5¢d 5VDC 267268 3.40 
CNX718N90012W White Not Rated 2.5cd 12VDC 267270 3.40 
CNX718N90028W White Not Rated 2.5ed 28VDC 26Y7274 13.44 
CNX718N900120W White Not Rated 2.5cd 120VAC 26Y7272 13.99 
PIM_5465363 


14MM RUGGEDIZED LED FLEXVOLT PANEL 


MOUNT INDICATORS 


RoHS _ 
Compliant 
Available 


@ Moisture sealed, IP67/NEMA 6P rated © Control cabinets 
@ New FlexVolt™ technology allows this indicator to © @ Instrument panels 
be used with any voltage from 5V to 28V © Disinfection and sterilization environments 
@ Designed for extreme harsh and outdoor @ Transportation dashboards 
environments © Switch stations 
@ Fast pitch threads ease assembly, requiring only © Safety applications 
1 turn © Outdoor signage 
@ Direct sunlight visibility @ Aircraft and military 
@ Wide viewing angle @ Industrial machinery 
@ Resistant to shock and vibration @ Vending and gaming machines 
Applications: 
IP/NEMA | Luminous Price Each 
Mfg. Part No. Color Rating Intensity | Voltage | Stock No. 1-9+ 
CNX714C500FVW | Green | P67, NEMA6P 1.4cd 28VDC | 26Y7241 15.01 
CNX714C200FVW Red IP67, NEMA 6P 1.9cd 28VDC | 26Y7239 15.01 
CNX714C900FVW White | IP67, NEMA6P 1.7cd 28VDC | 26Y7242 Tee. 
CNX714C400FVW | Yellow | IP67, NEMA6P 200med 28VDC | 26Y7240 9.51 
PIM_5465364 
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PANEL INSTRUMENTATION 


PANEL INDICATORS 


31 SERIES RECTANGULAR INCANDESCENT Cy 
INDICATORS FOR 1.281” x .395” MOUNTING HOLE WCC 


Lens Color Options: RoHS 
Compliant 
Available 


31G1-2111T / 31G3-2111T / 31G18-2111T: Red 


© 31G1-2112T / 31G3-2112T/ 31G18-2112T: Green ~ 

© 31G1-2113T / 31G3-2113T / 31G18-2113T: Amber 

© 31G1-2115T / 31G3-2115T / 31G18-2115T: White 

© 31G1-2117T / 31G3-2117T / 31G18-2117T: Clear 

The 31 Series Leecraft rectangular indicators feature a wide 

variety of lens colors and voltage options. Indicator lights quickly 

snap fit into a 1.281” x 0.395” (32.54mm x 10.03mm) mounting 

hole. Recommended panel thickless range from 0.020" (0.5mm) = 

minimum to 0.090” (2.3mm) maximum. 

Current Supply Price Each 
Mfg. Part No. Lens Shape Rating Voltage Stock No. 1-24+ 

Solder Terminal, Amber 
@ 31618-2113T Rectangular 40 mA 28 V 94F5472 7.48 
@ 3161-2113 Rectangular 200 mA 6V 87H6841 —- 
Solder Terminal, Clear 
@ 31G18-2117T Rectangular 40 mA 28V 15B355 me 
@ 3163-2117 Rectangular 100 mA 14V 15B372 = 
@ 3161-2117 Rectangular 200 mA 6V 15B338 = 
Solder Terminal, Green 

@ 31618-2112T Rectangular 40 mA 28 V 94F5471 4.20 
@ 3163-2112 Rectangular 100 mA 14V 25F 1416 7.64 
@ 3161-2112 Rectangular 200 mA 6V 83H8970 _ 
Solder Terminal, Red 

@ 31618-2111T Rectangular 40 mA 28 V 98F878 11.65 
Solder Terminal, White 

@ 31G18-2115T Rectangular 40 mA 28V 25F1330 8.45 
@ 31G3-2115T Rectangular 100 mA 14V 25F1419 = 
@ 31G1-2115T Rectangular 200 mA 6V 621184 = 

PIM_5465471 


L60 SERIES 0.23” WATER TIGHT LED PANEL 
MOUNT INDICATORS 


RoHS _ 
Compliant 
Available 


© Water tight 

© Tinted diffused LEDs 

© Reflective chrome plated body 
@ 45° viewing angle 


@ Mounting hardware provided 
© 6’ wire leads, 24 AWG 
@ Maximum panel thickness 0.07” 


IP/NEMA | Luminous | Forward Price Each 
Mfg. Part No. Color Rating Intensity | Current | Voltage | Stock No. 1-9+ 
L60D-A28-W | Amber | Not Rated 30mcd 15.8mA | 28VDC | 39Y5758 8.32 
L60D-A12-W | Amber | Not Rated 30med 16mA 12VDC | 39Y5757 12.46 
L60D-A5-W Amber | Not Rated 30mcd 17mA 5VDC 39Y5759 13.14 
L60D-G12-W | Green | Not Rated 44mcd 16mA 12VDC | 84X6119 5.18 
L60D-G28-W | Green | Not Rated 60mcd 15.8mA | 28VDC | 39Y5760 13.14 
L60D-G5-W Green | Not Rated 60mcd 17mA 5VDC 39Y5761 13.14 
L60D-R28-W Red | Not Rated 60med 17.5mA | 28VDC | 39Y5762 8.31 
L60D-R12-W Red | Not Rated 60mcd 19mA 12VDC | 84X6118 7.08 
L60D-R5-W Red | Not Rated 60mced 20mA 5VDC 395763 13.14 


PIM_5416291 


Cut costs, not corners with 


Board & Box Components 
newark.com/multicomp 


multicomp 


PIM_5624841 
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CONTROLLERS — PLC 


ene PROGRAMMABLE LOGIC CONTROLLERS LA CROUZET EASY® PROGRAMMABLE CONTROLLER (CONT.) 


© em4 remote: Fully Internet connected nano-PLC! Includes all em4 lab Pricelesch 
Tunetonalites i Gein : Mfg. Part No. Description Stock No. 1-9+ 
© em4 alert: Nano-PLC that can alert you via SMS and Compliant 
send you emails! Available EASY512-AB-RCX 12 1/0, 24 Vac, Clock, No Display, Relay Outpu 58M5646 am 
© em4 local: The em4 for standalone use or local area EASY512-AB-RC 12110, 24 Vac, Clock, With Display, Relay Output | 58M5645 a 
_— . eae ; @ EASY512-DC-RC 12 1/0, 24 Vdc, Clock, With Display, Relay Output 42M1823 = 
em4 is more than just a nano-PLC: it is a leading edge I AI MI I MAM Nid DCO aap aE | 
device supported by best-in-class tools that enables @ EASY512-DC-R 12 1/0, 24 Vdc, No Clock, With Display, Relay Output | 45K1321 -—- 
you to create and implement the smartest automation @ EASY719-AC-RC | 18 1/0, 110-240 Vac, Clock, With Display, Relay Output | 41M3163 = 
ee EASY719-AB-RCX | 18/0, 24 Vac, Clock, No Display, Relay Outpu 58M5648 we 
_ a Price Each EASY719-AB-RC. 18 I/O, 24 Vac, Clock, With Display, Relay Output 58M5647 wis 
ii PartNo: paecniie as Grn StockNo. | aar | @EASYTI9-D0-RC 18.10, 26 Vdc, Cock, With Display, Relay Output | 413164 oa 
© 88981113 Alert, Black 16 10 83X6187 = @ EASY721-DC-TC 20 I/O, 24 Vde, Clock, With Display, Transistor Output | 45K1329 = 
88981123 Alert, Black, 3G 16 10 94Y9639 951.51 Price Each 
@ 88981114 Alert, White 16 10 83X6188 = Mfg. Part No. Description Stock No. 1-1-9+ 
© 88981103 Local, Black 16 10 83X6183 505.99 @ EASY-M-32K 32K Module 51M8736 _ 
Price Each @ EASY-SOFT-BASIC. Programming Software 96K9113 Bae 
Mfg. Part No. Description StockNo. | 4-1-9 @ EASY-PC-CAB Serial Cable Assembly 41M3160 ae 
© 88982213 Analog Expansion Module, Local, Black 83X6195 282.20 PIM_34503 
@ 88982214 Analog Expansion Module, Local, White 83X6196 we 
© 88980160 Antenna, Inside, 3m 83X6179 37.90 SMARTWIRE-DT PANEL WIRING SOLUTION Ee “Te Ni 
@ 88980161 Antenna, Inside / Outside, 3m 83X6180 83.36 - 
@ 88980162 Antenna, Outside, 10m 83X6181 121.24 Gee tinnian 
88980182 Evaluation Case, Alert 97Y8076 = al mm | H Available 
@ 88980120 Modbus Slave Interface, RS485, Black 83X6177 — : 
@ 88980140 Programming Tool 83X6197 ae | 
@ 88981116 Starter Kit, Alert, Black 83X6189 = 
88981126 Starter Kit, Alert, Black, 3G 94Y9640 1163.78 
@ 88981117 Starter Kit, Alert, White 83X6190 = Price Each 
@ 88981106 Starter Kit, Local, Black 83X6185 565.41 Mfg. Part No. Description Stock No. 1+ 
@ 88981107 Starter Kit, Local, White 83X6186 ne @ EU5C-SWD-CAN Gateway Module, CANopen 17W5652 | 440.25 
@ 88980170 USB Cable, 3m 83X6198 45.47 @ EU5C-SWD-EIP-MODTCP | Gateway Module, rae ce to EtherNet/ | 17W5654 | 421.98 
or Modbus 
2 eeseon aoe ue Lush @ EUSC-SWD-DP Gateway Module, PROFIBUS 475653 | 490.16 
Sent Hebiintertace White ESXGI76 = @ EU5C-SWD-PF1-1 Powerfeed module 1 (24 Vdc aux power) 17W5655 | 125.33 
PIM 5465444 @ EU5C-SWD-PF2-1 Powerfeed module 2 (for 24 Vdc aux power and 15| 17W5656 | 144.67 
Vdc network power) 
Touch Screen Interfaces Price Each 
Price Each Mfg. Part No. Description StockNo.| 1+ 
Mfg. Part No. Description Stock No. 1-1-9+ @ M22-SWD-A4 Adapter, 4 Way 17W5673 4.78 
88970503 Modbus Cable, MTP6/50 & MTP8/50 60W2074 10.87 @ SWD4-SML8-20 Adapter, Cabinet Cable, Plug 17W5718 | 100.45 
88970504 Modbus Cable, MTP8/70 60W2075 10.89 @ SWD4-SFL8-20 Adapter, Cabinet Cable, Socket 17W5714 | 105.50 
PIM_5495244 @ SWD4-SM8-67 Connector, Round Cable, 8 Pole, Plug 17W5720 29.88 
@ SWD4-SM8-67W Connector, Round Cable, 8 Pole, Plug, R/A 17W5721 41.85 
EASY® PROGRAMMABLE CONTROLLER E A Te Ni @ SWD4-SF8-67 Connector, Round Cable, 8 Pole, Socket 17W5716 29.88 
© Program in Ladder Logic Directly on Unit Using Built-in Keypad za @ SWD4-SF8-67W Connector, Round Cable, 8 Pole, Socket, R/A 17W5717 = 
© Up To 12 Inputs and 8 Outputs SBims atk @ M22-SWD-K11LEDC-B | Contact Module, LED, Base Mount, 1 Pole, Blue | 17W5686 | 46.44 
eee Au ed lc waiable —-_@ M22-SWD-K1ILEDC-G_| Contact Module, LED, Base Mount, 1 Pole, Green | 17W5687 | 55.79 
© Up To 121 Lines of Logic @) @ @ M22-SWD-K11LEDC-R Contact Module, LED, Base Mount, 1 Pole, Red | 17W5688 46.44 
© Local or Remote Expansion of Inputs and Outputs @ M22-SWD-K11LEDC-W | Contact Module, LED, Base Mount, 1 Pole, White | 17W5689 46.44 
Replace ; counters, timers and analog comparators @ M22-SWD-K22LEDC-B Contact Module, LED, Base Mount, 2 Pole. Blue | 17w5695 | 53.68 act Module, LED, Base Mount, 2 Pole, Blue 175695 53.68 
using built-in user-friendly operating elements and an 
LCD display. Units are programmed in ladder logic @ M22-SWD-K22LEDC-G | Contact Module, LED, Base Mount, 2 Pole, Green | 17W5696 54.60 
right on the device itself with no external programming @ M22-SWD-K22LEDC-R | Contact Module, LED, Base Mount, 2 Pole, Red | 17W5697 51.52 
iG gece a a © M22-SWD-K22LEDC-W | Contact Module, LED, Base Mount, 2Pole, White | 175698 | 54,12 
units increase the number of I/O. Optional software @ M22-SWD-K11LED-B Contact Module, LED, Front Mount, 1 Pole, Blue | 17W5682 46.44 
allows programing from a PC (requires optional cable @ M22-SWD-K11LED-G Contact Module, LED, Front Mount, 1 Pole, Green | 17W5683 46.52 
Saeee ae rail mounting . UL listed, CSA @ M22-SWD-K11LED-R Contact Module, LED, Front Mount, 1 Pole, Red 17W5684 44.58 
@ M22-SWD-K11LED-W Contact Module, LED, Front Mount, 1 Pole, White | 17W5685 44.58 
Tong Lies Easy 500 Easy 200 @ M22-SWD-K22LED-B | Contact Module, LED, Front Mount, 2 Pole, Blue | 175691 | 53.68 
Timers @ M22-SWD-K22LED-G Contact Module, LED, Front Mount, 2 Pole, Green | 17W5692 57.22 
Markers @ M22-SWD-K22LED-R Contact Module, LED, Front Mount, 2 Pole, Red 17W5693 51.52 
Conditional Jumps @ M22-SWD-K22LED-W Contact Module, LED, Front Mount, 2 Pole, White | 17W5694 57.22 
Text Display @ M22-SWD-KC11 Contact Module, No LED, Base Mount, 1 Pole 17W5679 38.01 
7-Day Time Switch @ M22-SWD-KC22 Contact Module, No LED, Base Mount, 2 Pole 17W5680 38.47 
Year Time Switch @ M22-SWD-K11 Contact Module, No LED, Front Mount, 1 Pole 17W5681 31.75 
Analog Input (DC Units Only) 2 (0-10 VDC) | 4 (0-10 VDC) @ M22-SWD-K22 Contact Module, No LED, Front Mount, 2 Pole 17W5690 34.39 
AC Input Resolution 10-Bit, 1024 Points @ DIL-SWD-32-001 Contactor Module, Automatic 17W5650 60.92 
Analog Value Processing 16 @ DIL-SWD-32-002 Contactor Module, Manual or Automatic 17W5651 62.36 
High Speed Counter 2 @ M22-SWD-SEL8-10 Control Station, PCB Jumpers 17W5709 12.67 
Frequency Counter @ V-M20 Cord Grip, Round Cable 17W5731 16.04 
Pricelesch @ SWD4-8SFF2-5 Coupling 417W5729 13.93 
Mfg. Part No. Description StockNo.| 1-94 @ SWD4-CRP-1 Crimping Tool, Device Plug 17W5710 | 637.91 
@ EASY512-AC-RCX | 12 I/O, 110-240 Vac, Clock, No Display, Relay Output | 45K1320 = @ SWD4-CRP-2 Crimping Tool, Flat Plug 17W5711 | 780.12 
@ EASY512-AC-RC_| 12/0, 110-240 Vac, Clock, With Display, Relay Output | 41M3162 = @ SWD4-SEL8-10 Device Plug Jumpers 17W5713 6.36 
@ EASY512-AC-R__| 12 1/0, 110-240 Vac, No Clock, With Display, Relay Output | 41M3161 = @ M22-SWD-I1-LP01 Element Enclosure, PCB1 17W5674 | 56.81 
@ EASY512-DA-RC 12 1/0, 12 Vdc, Clock, With Display, Relay Output 44K0392 ze @ M22-SWD-I2-LP01 Element Enclosure, PCB2 17W5675 | 61.97 
> CONTINUED > > CONTINUED > 
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CONTROLLERS — PLCS 


MICROSMART - NEXT GENERATION MICRO PLC (CONT.) 


Price Each Price Each 
Mfg. Part No. Description Stock No. 1+ Mfg. Part No. Description Stock No. 1-4+ 
@ M22-SWD-I3-LP01 Element Enclosure, PCB3 17W5676 64.11 FC6A-C40R1CEJ| CAN J1939 Base Module, 40 I/O, 24 VDC, Relay Output | 81Y2267 | 736.90 
@ M22-SWD-I4-LP01 Element Enclosure, PCB4 17W5677 69.02 FC6A-C40P1CEJ | CAN J1939 Base Module, 40 I/O, 24 VDC, Transistor Source | 81Y2261 833.35 
@ M22-SWD-I6-LP01 Element Enclosure, PCB6 17W5678 79.14 Output 
@ SWD4-SM8-20 Enclosure Bushing, 8 Pole Plug, M20 475719 50.19 FC6A-C40K1CEJ | CAN J1939 Base Module, 40 I/O, 24 VDC Transistor Sink | 812257 838.26 
: : : Output 
@ SWD4-SF8-20 Enclosure Bushing, 8 Pole Socket, M20 17W5715 50.16 P 
@ SWD4-100LF8-24 Flat Cable, 8 AWG 24, Flat Plugs, 100m 17W5723 | 270.35 ods ubrice Each 
@ SWD4-10LF8-24-28 Flat Cable, 8 AWG 24, Flat Plugs, 10m 17W5722 | 41.85 Mfg. Part No. _Description StockNo.| _1-4-4+ 
@ SWD4-3LF8-24-2S Flat Cable, 8 AWG 24, Flat Plugs, 3m 175724 18.35 FC6A-PC1 Communications Adapter, RS232C 81Y2288 82.88 
© SWD4-5LF8-24-28 Flat Cable, 8 AWG 24, Flat Plugs, 5m 175725 | 24.96 FCGA-PCS _<_-iGommunicetions Adapter RSA83: ONES || Bane 
@ EUS5E-SWD-2A2A 1/0 Module, Analog, 2 Inputs + 2 Outputs 175658 259.10 FC6A-PN4 Digital Cartridge, Input, Sink / Source, 4 Points 18AC7078 92.24 
@ EU5E-SWD-4D2R 1/0 Module, Digital, 4 Input + 2 Relay Outputs 17W5661 136.52 FC6A-PTK4 Digital Cartridge, Output, Sink, 4 Ponts 18AC7079| 107.86 
@ EU5E-SWD-4D4D 1/0 Module, Digital, 4 Input + 4 Transistor Outputs 17W5662 140.38 FC6A-PTS4 Digital Cartridge, Output, Source, 4 Points 18AC7080|} 107.86 
@ EU5E-SWD-4AX Input Module, Analog, 4 Inputs 175659 218.49 FC6A-EXM2 Expansion Interface Module 81Y2270 292.74 
@ EU5E-SWD-4DX Input Module, Digital, 4 inputs 17W5660 159.32 FC6A-PH1 Expansion Module, lal 812290 377.05 
@ EUSE-SWD-8DX Input Module, Digital, 8 inputs 17W5664 145.38 FC6A-M24BR1 1/0 Module, 161/80, 24 Vdc, Spring Clamp 81Y2282 378.48 
@ EU5E-SWD-4PT Input Module, RTD, 4 Inputs 17W5663 341.98 FC6A-MO08BR1 /O Module, 41/40, 24 Vde, Spring Clamp 81Y2281 223.54 
@ M22-SWD-LED-B LED Module. Front Mount, Blue 175699 39.87 FC6A-N16B3 Input Module, 16 Points, 24 Vdc, MIL Connector 81Y2286 | 217.97 
@ M22-SWD-LEDC-B LED Module. Front Mount, Blue 175703 TER FC6A-N16B1 Input Module, 16 Points, 24 Vdc, Screw Connector 81Y2285 | 218.13 
@ M22-SWD-LED-G LED Module, Front Mount, Green 475700 Oh FC6A-LO3CN1 Input Module, 21/10, Universal Input 812279 382.86 
@ M22-SWD-LED-R LED Module, Front Mount, Red 17W5701 33.36 FC6A-J2C1 Input Module, 2 Points, Voltage / Curren| 81Y2273 294.15 
@ M22-SWD-LED-W LED Module, Front Mount. White 475702 39.87 FC6A-N32B3 Input Module, 32 Points, 24 Vdc, MIL Connector 81Y2287 480.41 
@ M22-SWD-LEDC-W LED Module, Front Mount, White 17w5706 | 39.87 FCGAAJ4A' Input Module, 4 Points, Voltage / Curren! B1Y2274 | 382.86 
@ EU5E-SWD-X8D Output Module, Digital, 8 Outputs 475657 145.38 FC6A-J4CN1 Input Module, 4 Points, Voltage / Current / Thermocouple 81Y2275 | 480.40 
@ SWD4-8FRF-10 Panel Cable Adapter 17W5727 55.94 FC6A-LO6A1 Input Module, 6 Points, Voltage / Curren 81Y2280 | 530.68 
@ SWD4-8SF2-5 Plugs, Device 475730 SOR FC6A-NO8A11 Input Module, 8 Points, 120 Vac Screw Connector 81Y2283 258.66 
@ SWD4-8MF2 Plugs, Flat 175728 DEB FC6A-NO8B1 Input Module, 8 Points, 24 Vdc, Screw Connector 81Y2284 140.43 
@ SWD4-50LR8-24 Round Cable, 4AWG 20 and 4AWG 24, 50m | 17W5726 | 260.15 FC6A-J8CUt Input Module, 8 Points, Thermistor B1Y2277 | 503.31 
@ SWD4-RC8-10 Terminating Resistor 47W5712 24.96 FC6A-J8A1 Input Module, 8 Points, Voltage / Curren 81Y2276 | 478.06 
@ M22-SWD-NOPC Universal (Placeholder) Module, Base Mount 17W5708 30.49 Ebonan Output Module, 4 Points, Vol tage / Current 81Y2278 442.01 
@ M22-SWD-NOP Universal (Placeholder) Module, Front Mount 175707 31.35 FC6A-R161 Output Module, Relay, 16 Points, Screw Connector 81Y2292 265.90 
PIM 208425 FC6A-R081 Output Module, Relay, 8 Points, Screw Connector 812291 191.23 
_ FC6A-T16K3 Output Module, Transistor Sink, 16 Points, MIL Connector 81Y2296 | 307.68 
FC6A-T16K1 Output Module, Transistor Sink, 16 Points, Screw Connector | 81¥2295 290.27 
Bleoe Mant - NEXT GENERATION MICRO PLC ou D E Cc FC6A-T32K3 Output Module, Transistor Sink, 32 Points, MIL Connector | 81Y2299 | 504.74 
© Embaited Ethernet port FC6A-TO8K1 Output Module, Transistor Sink, 8 Points, Screw Connector | 81Y2293 205.96 
@ Embedded SD memory port Geeeinpian FC6A-T16P3 Output Module, Transistor Source, 16 Points, MIL Connector | 81Y2298 307.68 
; eis oe nei jachapl | Available FC6A-T16P1 | Output Module, Transistor Source, 16 Points, Screw Connector | 81Y2297 | 309.51 
mbeddet user selectable 
© Maximum 520 digital I/O FC6A-132P3 | Output Module, Transistor Source, 32 Points, MIL Connector | 81Y2300 | 514.81 
@ Maximum 126 analog I/O | FC6A-T08P1 | Output Module, Transistor Source, 8 Points, Screw Connector | 81¥2294 | 205.94 
@ Data Logging \‘ 
@ Web Server Functions \ PIM_5532869 
@ Large programming and data memory | 
© SAE J1939 CPU 
Process Relays 
MicroSmart FC6A , a powerful PLC with up to 520 digital I/O and 126 analog I/O. The MicroSmart FC6A provides y 
the power of a PAC (programmable automation controller) in a low-cost controller with a small form factor, Analog | Digital | Digital Price Each 
ee ier bash nee ‘since aciaaanod Tete Gino Mfg. Part No. Description Inputs | Inputs | Outputs | StockNo.| —1-4+ 
ree MicroSma models are available, each wi Ic or 100- fac input power. The model ; 
has 9 inputs, and 7 relay or transistor outputs. The 24 I/O model has 14 inputs, and 10 relay or transistor outputs. @ FLIE-H12SND | LCD si oa cael Input!) 4 8 ‘ GUE aa 
The 40 I/O model has 24 inputs, and 16 relay or transistor outputs. Each model also includes an integral 0-10 Pp 
Vdc analog input. The 16 and 24 I/O models can accommodate one plug-in analog cartridge, and the 40 I/O PIM_5495246 
model can accommodate two plug-in analog cartridges. Each cartridge has two analog 1/0 points, either two 
inputs or two outputs. 
Part with J suffix are CAN J1939 Base Module Versions WINDLGC PROGRAMMING SOFTWARE I D E Cc 
Price Each 
Mfg. Part No. Description Stock No. 1-4+ tis 
FC6A-C16R1AE 16 I/O, 100-240 VAC, Relay Outpu 81Y2250 | 346.73 Gepsinpiat 
FC6A-C16R1CE 16 I/O, 24 VDC, Relay Output 812251 346.73 
FC6A-C16K1CE 16 /O, 24 VDC, Transistor Sink Output 81Y2248 | 348.41 
FC6A-C16P1CE 16 I/O, 24 VDC, Transistor Source Output 812249 367.54 © Ladder or function block programming © Time simulation 
FC6A-C24R1AE 24 I/O, 100-240 VAC, Relay Outpu' 81Y2254 | 468.38 © Online monitor © Simplified connection of functions 
@ Program comparison @ PDF or JPG format saving 
- 24 I/O, 24 VDC, Relay O' 81Y2255 : ; : F ; : 
Bea arice a 2 a a HOBuS) WindLGC is the exclusive programming software for the IDEC SmartRelay (shown above) using Windows®. 
FO6A-C24K1CE 24 V0, 24 VDC, Transistor Sink Outpu 81¥2252 496.54 Edit, save and print out your programs. To configure IDEC SmartRelay FL1C series, you must upgrade to 
FC6A-C24P1CE 24 I/O, 24 VDC, Transistor Sink Outpul 81Y2253 556.93 WindLGC version 4.0. System Requirements: Windows 95 or higher, Pentium 266MHz or higher, RAM: 64MB 
FC6A-C40R1AE 40 W/O, 100-240 VAC, Relay Outpu 812264 682.15 or more (128MB recommended), Hard Disk: 90MB, Display: 800 x 600, 256 colors or higher. 
FC6A-C40R1DE 40 I/O, 12 VDC, Relay Outpu 81¥2268 | 732.15 Price Each 
FC6A-C40K1DE 40 0, 12 VDC, Transistor Sink Outpu 81Y2258 | 712.28 Mfg. Part No. ____eseription_ Stock No. 1-4+ 
FC6A-C40P1DE 40 1/0, 12 VDC, Transistor Source Output 812262 712.28 @ FL9Y-LP1CDW Application Software Program WindLGC. 3101356 92.85 
FC6A-C40R1CE 40 I/O, 24 VDC, Relay Outpu 81Y2266 | 750.57 PIM_72438 
FC6A-C40K1CE 40 I/O, 24 VDC, Transistor Sink Outpu 81Y2256 | 726.54 
FC6A-C40P1CE 40 I/O, 24 VDC, Transistor Source Output 81Y2260 | 709.32 
FC6A-C40R1AEJ | CAN J1939 Base Module, 40 I/O, 100-240 VAC, Relay} 81Y2265 | 794.14 
Outpu 
FC6A-C40R1DEJ| CAN J1939 Base Module, 40 I/O, 12 VDC, Relay Output | 81Y¥2269 | 841.79 
FC6A-C40K1DEJ | CAN J1939 Base Module, 40 I/O, 12 VDC, Transistor Sink} 81¥2259 | 833.35 
Outpu 
FC6A-C40P1DEJ | CAN J1939 Base Module, 40 I/O, 12 VDC, Transistor Source | 81Y2263 841.79 
Outpu 
> CONTINUED > 
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CONTROLLERS — PLCS 


PROGRAMMABLE NANO CONTROLLER es 


aay 


Battery Unit 


© Compact, CPU and Expansion Units Measure 70W 


Connecting Cable 


RoHS _ 
Compliant 
Available 


and Decremental 


OMRON 


AUTOMATION & SAFETY 


Memory Cassette 


@ Indicates 


RoHS Compliant 


E1 AND E2 BRAINS 


E2 


@ Drop-in replacement for existing B1 and B2 brain 
boards on an Optimux® serial network 
@ Dual network connectivity: RS-422/485 serial and 


4] Find Datasheets Online 


OPTO 22 


Et 


© Optomux® Modbus/TCP and OptoMMP protocol 


support 


© Can use Opto 22 ioProject software for control, 


x 90H x 56mmD (2.76 x 3.54 x 2.20") 
© 8 Timers Support 4 Types of Operation and 3 


© 8 Weekly Timers for Day/Time Control 
© 8 Calendar Timers for Seasonal Control 


10//100 Mbps Ethernet HMI, and OPC server 


Timing R: Availabl © 6 Input Relays, 4 Output Relays, Expandabl te E1 and E2 brain boards are Ethernet-ready I/O and communication processors for digital and analog I/O 
e 4 Holding Timers Hold ane During Power 34 10 (18 Inpu a8 Outputs) ener systems. E1 connects to rack of Opto 22 G1, G4, or Quad Pak™ digital I/O modules. E2 connects to a rack of 
Interruptions © 16 Holding Bits Retain ON/OFF Status in Case of Opto 22 G1 analog I/O modules. Drop-in replacements for B1 and B2 brain boards. Connect to 10//100 Mbps 
© 8 Counters Can Be Switched Between Incremental Power Failure; No Need for Extra Circuitry Ethernet networks while including support for serial Optomux®-based networks. 
No. of Supply Price Each ETHERNET NETWORK INTERFACE SPECIFICATIONS 
Mfg. Part No. Description Inputs | Outputs | Voltage | Stock No. 1+ Type IEEE 802.3 network, 10Base-T/100Base-TX 
@ ZEN-8E1DR Expansion I/O - Relay Output] 4 4 | 24voc | 31m0963 | 256.92 Connector RJ-45 
@ ZEN-8E1AR Expansion /O - Relay Output | 4 4 | 240VAC | 40M9783 | 266.93 Rate 10/100 Mbps, half or full duplex 
@ ZEN-8E1DT Expansion 0 - Transistor] 4 4 24vDC | 40M9784 188.04 Protocols Optomux® over Ethernet, Modbus/TCP, OptoMMP 
Output Max. Segment Length 100m (328 ft.) with Cat 5 or superior UTP 
@ ZEN-10C2DR-DV2 |Relay Output, LED type] 6 4 24VDC | 17M9574 358.17 SERIAL NETWORK INTERFACE SPECIFICATIONS 
Without display Type RS-422/485 serial link 
@ ZEN-10C1AR-A-V2 | Relay Output, With display] 6 4 240VAC | 14M9199 | 353.64 Connector E1 Terminal block; E2 Terminal block on mounting rack 
and operation buttons Data Rates 300, 600, 1200, 2400, 4800, 9600, 19200, 38400 baud 
@ ZEN-10C1DR-D-V2 | Relay Outpu 7 With display] 6 4 240VDC | 22M4073 348.60 Protocols Optomux 
and operation buttons R Up to 32 Optomux stations for multid ial network up to 1524m (5000 ft 
@ ZEN-20C1DR-D-V2| Relay Output, With display] 12 8 | 24voc | 17M9556| 416.59 ange to 32 Optomux stations for muliidrop of seria network up t0:1524m (6000 ft) 
A total length 
snd ope ei DNS Optomux V/O functions | Digital 10 (E1): Read point, write point, latch point (on/ f, pulse dura 
@ ZEN-20C1AR-A-V2 [Relay Output, With display] 12 8 | 240VAC | 40m9776 | 524.90 ptomux IfO functions ) Digital V/O (Et): Rea ine Ala aie cee Cont, Puse uratens 
and operation buttons Analog I/O (E2): Read point, write point, input averaging*, min/max recording 
@ ZEN-10C3DR-D-V2| Relay Output, With display} 6 4 24VDC | 40M9774 | 358.17 (peak and valley), waveform generation* 
and operation _ buttons, 
Economy type Price Each 
@ ZEN-10C3AR-A-V2 | Relay Output, With display} 6 4 240VAC | 40M9773 358.17 Mfg. Part No. Description Stock No. 1+ 
and operation —_ buttons, E2 Analog I/O Optomux® brain board for 45K1351 537.93 
Economy type serial and Ethernet networks 
@ ZEN-20C3DR-D-V2 | Relay Output, With display) 12 8 24VDC | 40M9782 | 461.60 Fl Digital I/O Optomux Digital /O Optomux® brain board for 45K1347 507.72 
and operation _buttons, serial and Ethernet networks 
Economy type PIM_87059 
@ ZEN-20C3AR-A-V2 | Relay Output, With display} 12 8 240VAC | 40M9781 | 461.60 7 
and operation _ buttons, 
Economy type MODICON LOGIC CONTROLLERS H 
@ ZEN-OC1DT-D-V2 |Transistor Output, with] 6 | 4 | 24vDC | 4omo770 = Schneider 
display and operation buttons & Electric 
@ ZEN-20C1DT-D-V2 | Transistor Output, With) 12 8 24VDC | 40M9777 | 548.05 
display and operation buttons 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ ZEN-BATO1 Battery Unit, Memory Backup 7705994 118.45 
@ ZEN-CIFO1 Connecting Cable 7705995 267.03 
cen MEN Memnoty Casstie; Copy Program fo Multiple Units ke 98:4 @ Small yet powerful logic controller for small ma- @ High degree of flexibility lets you add additional 
@ ZENSOFT01V4 Support Software 4.1 63M9490 158.82 chines and your hardwired motion solution needs modules easily 
PIM_72178 @ Everything you need is embedded 
The Modicon M221 logic controller offers best-in-class performance. It requires minimal installation and offers 
tremendous versatility in building the right solution for you and your customers. Connect a simple remote 
DIGITAL I/O KIT FOR RASPBERRY PI OoOPTO 22 operator panel for instant maintenance and machine visualization. 
The specially developed Modicon TM3 I/O system enables flexible and customizable expansion of the I/O 
configuration in all of the controllers. Up to 14 I/O expansion modules can be added to the controllers without 
tools. When the modules are plugged in, their contacts are electrically linked to both the controller and the 
adjacent modules. This high-speed expansion bus is up to 10 times faster than traditional solutions. 
Price Each 
Mfg. Part No. Description Stock No. 1-5+ 
™221C16R 16 Logic I/O, 100-240VAC, Relay Outputs 84X5870 | 476.13 
M221M16T 16 Logic I/O, 24V, Transistor Outputs 84X5883 566.00 
M221CE16R | 16 Logic I/O with Embedded Ethernet, 100-240VAC, Relay | 84X5864 758.26 
Outputs 
Contents: @ Mounting rack 7 5 
© Digital /0 carrier board @ Four popular G4 /O modules M221ME16R 16 Logic I/O With Embedded Ethernet, 24V, Relay Outputs | 84X5876 657.83 
Use your Raspberry Pi in the real world! TM221CE16T | 16 Logic I/O with Embedded Ethernet, 24V, Transistor Outputs | 84X5865 574.36 
Available only for a limited time, the Digital I/O for Raspberry Pi Starter Kit gets you started sensing and TM221ME16T | 16 Logic /O with Embedded Ethernet, 24V, Transistors Ouputs | 84X5878 596.85 
switching industrial 7 7 5 
loads with your own Raspberry Pi. M221CE24T | 22 Logic I/O with ate : ao 100-240VAC, Transistor | 84X5867 633.97 
The system includes the same field-tested, industrially hardened Opto 22 G4 input/output (I/O) modules used - p 
in automation ™221C24R 24 Logic I/O, 100-240VAC, Realy Outputs 84X5872 | 609.20 
applications worldwide for nearly 40 years. Just bring your Pi and its power supply, and you're ready to begin. M221C24T 24 Logic I/O, 100-240VAC, Transistor Outputs 84X5873 577.52 
Price Each TM221CE24R | 24 Logic I/O with Embedded Ethernet, 100-240VAC, Relay] 84X5866 626.27 
Mfg. Part No. Description Stock No. 1+ Outputs 
OPTO-P1-STARTERKIT-1 Digital I/O Starter Kit for Raspberry Pi 06AC3382 432.77 M221M32TK 32 Logic I/O, 23V, Transistor Outputs 84X5885 | 594.85 
PIM 5687388 TM221ME32TK | 32 Logic I/O with Embedded Ethernet, 24V, Transistor Outputs | 84X5880 | 667.45 
= TM221C40R 40 Logic I/O, 100-240VAC, Relay Outputs 84X5874 660.32 
TM221CE40R_ | 40 Logic I/O with Embedded Ethernet, 100-240VAC, Relay | 84X5868 862.09 
Outputs 
TM221CE40T | 40 Logic /O with Embedded Ethernet, 100-240VAC, Transistor | 84X5869 815.71 
Outputs 
> CONTINUED > 
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MODICON LOGIC CONTROLLERS (CONT.) Converters/Interfaces (CONT.) 
Price Each Price Each 
Mfg. Part No. Description Stock No.|  1-1-5+ Mfg. Part No. Stock No. 1-4+ 
MACBL1 Accessory - Cable for Integrated Analog Inputs 84X5851 86.88 Smart Relay Zelio Logic 
@ TMAT2MSET Accessory - Connector Set for M221M and TM3 84X5854 70.68 @ SR3NET01BD 11R1885 329.36 
MASD1 Accessory - Connector Set for M2XX 84X5853 123.39 PIM_5513087 
MAM2 Accessory - Pane! Mounting Kit 84X5852 70.68 —_—_—_—_—____eeee nk eee 
@ TMAT2PSET Accessory - Power Supply Connector set for M2X1 84X5855 86.41 MODICON M171/M172 LOGIC CONTROLLERS ° 
@ TMC2CONVO1 Communication /O Extension Cartridge 84x5859 | 411.70 Schneider 
@ TMC2AQ2C 1/0 Extension Cartridge with 2 Analog Current Outputs | 84X5857 | 166.22 Y eagre ipl bogie Kalil pe Bs a ee & Electric 
manage digital and analog inputs and outputs, to offer 
@ TMC2AI2 I/O Extension Cartridge with 2 Analog Inputs 84X5856 | 246.42 Numerous possibilities for connection to different Building 
@ TMC2AQ2V 10 Extension Cartridge with 2 Analog Voltage Outputs | 84X5858 | 212.99 tidal Pied alge ae re ee — 
@ TMC2TI2 I/O Extension Cartridge with 2 Temperature Inputs 84X5863 | 184.98 performance logic controllers and M172 performance logic 
@ TM3DI16K TM3 Expansion Module - 16 HE10 Inputs 84X5896 | 235.34 controllers ; ; ; 
Naor TN xanson Nol 16 Sg. pte ng conti i fo ag 
M3DI16G TM3 Expansion Module - 16 Inputs with Spring 84X5895 | 309.76 machines 
@ TM3DQ16UK | TM3 Expansion Module - 16 NPN HE10 Transistor Outputs | 84X5908 | 329.94 M171 performance logic controllers type are suitable for 
@ TMDQ16U TMB Expansion Module - 16 NPN Transistor Outputs | 84X5907 | 296.14 ee Ae) On eae 
@ TM3DQ16TK | TM3 Expansion Module - 16 PNP HE10 Transistor Outputs | 84X5906 | 247.37 M172 performance logic controllers increase the scalability 
@ TM3DQ16T TM3 Expansion Module - 16 PNP Transistor Outputs 84X5905 | 403.13 and the connectivity achieved by M171 performance controller 
@ TM3DQ16R TM3 Expansion Module -16 Relay Outputs 84X5903 | 346.32 No. of Supply Price Each 
@ TM3DQ16RG TM3 Expansion Module - 16 Relay Outputs with Spring 84X5904 | 419.26 Mfg. Part No. Description Inputs | Outputs | Voltage | StockNo. | 1-9+ 
@ TM3DM24R TM3 Expansion Module - 24 Relay /O 84x5900 | 522.13 @ TM171PFE03 8 ma ate /0,) 3 “ 24V | 13AC1898} 332.27 
M3AQ2 TM3 Expansion Module +2 Analog Outputs 84X5892 | 369.93 STOUR beams Pe 
M3AI2H TM3 Expansion Module - 2 High Resolution Analog Inputs 84X5886 | 355.75 Flush, NTC, Humidity Sensor 
M3AI2HG TM3 Expansion Module - 2 cal Analog Inputs with | 84X5887 | 364.00 @ TM1710BM14R | M171, Optimized, 14/0, Blind, 5 9 240 VAC |13AC1885| 260.34 
lodbus 
@ TM3TM3 TM3 Expansion Module - ene Inputs and 1 Analog] 84X5917 | 549.69 @TM1710D14R |M171, Optimized, 14 W/O,] 5 9 240 VAC |13AC1891| 186.63 
utpul Displa 
@ TM3D132K TM Expansion Module - 32 HE10 Inputs 84X5897 | 382.43 @TM1710DM14R | M174, Op rea 14 U0,) 5 9 [240 VAC|13AC1888| 284.95 
@ TM3DQ32TK TM3 Expansion Module - 32 PNP HE10 Transistor Outputs | 84X5909 | 363.71 Display, Modbus 
M3AI4 TM3 Expansion Module - 4 Analog Inputs 84X5888 | 432.90 @1M1710B22R_ —_| M171, Optimized, 22 I/O, Blind} 11 1 24V |13AC1887 = 
M3AQ4 TM Expansion Module - 4 Analog Inputs 84X5893 | 457.10 @7M1710BM22R | M171, Optimized, 22 1/0, Blind,| 11 11 24V |13AC1886] 181.83 
MIBAM6 TM Expansion Module - 4 Analog Inputs and 2 Analog Inputs | 84X5890 | 679.53 Modbus 
M3AM6G TM3 Expansion Module - 4 aoe Inputs and 2 Analog Inputs | 84X5891 | 512.27 @TMI710DM22R | M171, aa Oi on HO, 1 m 24V  |msAGi ses Yzoilles 
with Sprin : 
@ TM3TI4 TM Expansion (a See inputs 84X5914 | 504.68 SuIMIZIODM228 ee Met ee | | | rr 
@ TM3TI4G TMS Expansion Module - 4 Temperature Inputs with Spring | 84X5915 | 472.73 @TM1710F22R | M171, Optimized, 22 110, Flush| 14 Tl 24v |13AC1894| 493.00 
@ TM3XTYS4 TM3 Expansion Module - 4XRJ45 Tests Interface 84X5918 | 255.12 @ TM1710FM22R |M171, Optimized, 22 VO,| 11 11 24V |43AC18931 188.99 
MSAI8 TM3 Expansion Module - 8 Analog Inputs 84X5889 | 498.27 Flush, Modbus 
@ TM3DI8 TM3 Expansion Module - 8 Inputs 84X5898 | 297.44 @TM171PBM27R |M171, Performance, 27 I/0,| 14 13 24V |13AC1895 pond 
@ TM3DI8A TM3 Expansion Module - 8 Inputs, 120VAC 84X5899 | 293.20 Blind, Modbus 
@ TM3DQ8T TM3 Expansion Module - 8 PNP Transistor Outputs 84x5012 | 227.31 @ TM171PDM27R | M171, eae W0,; 14 ) 13 | 24V | 13AC1896 = 
@ TM3DM8R TM3 Expansion Module - 8 Relay I/O 84X5901 287.43 @ TM172PBG28R M172, 28 /O, Blind 16 12 24 VAC |13AC1906| 491.33 
@ TM3DM8RG TMS Expansion Module - 8 Relay |/O with Spring 84X5902 | 224.30 @ TM172PDG28R M172, 28 I/O, Display 16 12 24 vac |43AC1908] 451.60 
@TMSDGGR | _TM@ Expansion Module -@ Relay Outputs _—(BRREGTOR/IZz/0ca8 @TM172PDG28S | M172, 28 I/O, Display, SSR 16 12 24 VAC |13AC1909| 460.13 
@ TM3DQ8RG TM3 Expansion Module - 8 Relay Outputs with Spring 84X5911 235.34 @ TM172PBG42R M172, 42 /0, Blind om 18 24vac |13AC1907| 469.47 
@ TM3TIST TM3 Expansion Module - 8 Temperature Inputs 84X5916 | 511.80 @ TM172PDG42R M172, 42 1/0, Display om 18 24 VAC | 9675609 581.47 
PIM_5465655 @TM172PDG428 | M172, 42 1/0, Display,SSR | 24 18 | 24VAC | 13AC1910| 591.13 7 
* Price Each 
erin LOGIC SMART RELAYS Schneider Mig. Part No. Description Stock No. | _1-1-99# 
compact range : = - 
© Extreme compactness: up to 26 I/O within 124.6 x 90 x 59mm & Electric M171ACB40LAN Bus Connector, LAN Expansion, 3 Pin, 2m Cable 13AC1861 20.96 
@ Large back-lit LCD display: 4 lines of 18 charac- RoHS M172AP12PM Clip On Locks, Pack 12 13AC1904 9.73 
. pe rade nee  e Bisa Gepiinpan @ TM171ACAN Communication Module, CAN, Screw Terminal Blocks |13AC1856| 120.96 
® Serial or USB oamneelNg bles for smart relay/ = SIMUAALON Communication Module, LonWorks JENCIEE S| G52. 
PC connection baad @ TM171AETHRS485 | Communication Module, Modbus, Ethernet, BACnet, )13AC1865| 109.08 
© Connection interface (smart relay/PC) for — WebVisu, RJ45, RS485 
Bluetooth wireless connection @ TM171ARS485 Communication Module, Modbus SL, BACnet MS/TP,|13AC1871| 89.17 
@ Remote monitoring and contol of installations Screw Terminal Blocks 
using Modem Communication Interface (Analog —_ ae @ TMI71AMB Communication Module, Modbus SL, Screw Terminal |13AC1867| 69.15 
or GSM) ~ Blocks 
rangle pie oe pried fd ow @ TM171AETH Communication dean ie Ethernet, BACnet | 13AC 1864. 66.33 
functions, 7 Gracfect functions and 6 logic —_—— - 
funcitons or contact lannguage (LADDER): 12 pre- @ TM171APBUS Communication Module, Profibus, SUB-D, 9 Way 13AC1869| 539.87 
programmed functions. @ TM171ARS232 Communication Module, RS232 Serial Link, Relay|13AC1870} 81.06 
SR3NETO1BD Output, SUB-D, 9 Way 
Price Each M171ACB40I1M Connector, Low Voltage, 20 Pin, 1 m Cable 13AC1859 19.71 
Mfg. Part No. Description Stock No. 1+ M171ACB4012M Connector, Low Voltage, 20 Pin, 2m Cable 13AC1860 19.75 
@ SR2A101FU 10 1/0, 100-240V AC, No Clock, Display 20K3195 _ M171ACB4ORS485 Connector, Modbus, 3 Pin, 1 m RS485 Cable 13AC1862| 10.46 
@ SR2B201JD 20 1/0, 12 VDC, Clock, Display 20K3205 584.22 @ TM171EO14R Expansion Module, 14 I/O, Digital, Analog 13AC1880| 213.34 
@ SR2A201BD 24 I/O, 24V AC, No Clock, Display 20K3196 439.65 @ TM171EP14R Expansion Module, 14 I/O, Digital, Analog 13AC1883| 128.46 
PIM_210262 @ TM171E0O15R Expansion Module, 15 1/0, Digital, Analog 13AC1881| 4130.44 
@ TM171E022R Expansion Module, 22 I/O, Digital, Analog 13AC1882| 203.16 
Converters/Interfaces @ TM171EP27R Expansion Module, 27 1/O, Digital, Analog 13AC1884| 332.16 
M171VEVA2 Expansion Valve Driver, Electronic, Actuator 13AC1901| 123.31 
@ TM171VEVD4 Expansion Valve Driver, Electronic, Autonomous, | 13AC1902} 151.95 
Hardwired 
> CONTINUED > > CONTINUED > 
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MODICON M171/M172 LOGIC CONTROLLERS (CONT.) TWIDO EXPANSION MODULES (TM2) (CONT.) 
Price Each Price Each 
Mfg. Part No. Description Stock No.} 1-1-99+ Mfg. Part No. Description Stock No.| — 1-1-5+ 
@ TM171VEVM4 Expansion Valve Driver, Electronic, Autonomous, |13AC1903] 130.81 @ TM2ARI8LRJ Analog Input Module, Temperature Input, 125mA, 24VDC, 8} 11R1930 -- 
Modbus, RS485 Inputs 
M1STNTCWN75750 NTC Probe, Air Wall Mounting, Indoor 13AC1848 23.16 @ TM2ARI8LT Analog Input Module, Temperature Input, 140mA, 24VDC, 8} 85R3536 — 
M1STNTCWN65605 NTC Probe, Air Wall Mounting, Outdoor 13AC1847| 39.07 Inputs 
WMSTNTCSF44015 NTC Probe, Fast IP67, 1.5 m 43AC1840| 11.20 @TM2ZARIBHT | Analog Input Module, ar Input, 45mA, 24VDC, 8 (iSaiee a 
MISTNTCSF44030 NIG iEfobe, hast IEG/3 m Heit 15.06 @ TM2AMI2LT Analog Input Module, Thermocouple Input, 30mA, 24VDC, 2} 5275310 REE, 
M1STNTCRNG61515 NTC Probe, IP67, 6 x 15 mm, 1.5m 13AC1837 5.99 Inputs 
M1STNTCRN61530 NTC Probe, IP67, 6x 15mm, 3m 13AC1838 7.82 @ TM2AMI2HT Analog Input Module, Voltage/Current Input, 40mA, 24VDC, | 11R1924 — 
M1STNTCRN61550 NTC Probe, IP67, 6 x 15mm, 5m 13AC1839 13.48 2 Inputs 
M1STNTCRN52015 NTC Probe, IP68, 5 x 20 mm, 1.5m 13AC1834| 6.45 @ TM2AMI8HT J Analog Input Module, bial Input, 45mA, 24VDC, (AMESZ6 = 
nputs 
NTC Probe, IP68, 5 x 20 mm, 3 13AC1835 [ 
MSN ICN ead eae O22 @TM2AMO1HT =} Analog Output Module, Voltage/Current Output, 1 Output, | 11R1929 = 
M1STNTCRN52050 NTC Probe, IP68, 5 x 20 mm, 5m 13AC1836 17.20 20mA, 24VDC 
M1STNTCSN62015 NTC Probe, IP68, 6 x 20 mm, 1.5 m 13AC1842| 7.60 @TM2AVO2HT | Analog Output Module, Voltage Output, 2 Output, 60mA, | 11R1931 = 
M1STNTCSN62030 NTC Probe, IP68, 6 x 20 mm, 3m 13AC1843 11.38 24VDC 
M1STNTCSN62050 NTC Probe, IP68, 6 x 20 mm, 5m 13AC1844} 18.18 @TM2DMM8DRT | Discrete 1/0 Module, Sink or Source Logic Input, Relay | 11R1941 = 
Output, 4 Output, 4 Inputs, 7A 
M1STNTCTN62015 NTC Probe, IP68, TPE, 1.5 m 13AC1845 11.47 Discrete VO Module, Sink or S Toole Inout, Relay WTARAaan 
MISTNTCTN62030 NTC Probe, IP68, TPE, 3m 73AC18461 14.69 SUIMZDMMZADRE. | Tiscrele GntcGmt thea = 
@TMIZIOD22R Optimized Logic Controller, 22 V/O, Digital, Analog, 12 | 13AC1892/ 236.37 © TM2DDI16DK Discrete Input Module, 16 Outputs, 35mA, 24VDC 11R1933 = 
to 24 Vac, 24 Vde - : u : 
MM71ACB4OA01M | Output Connector, Analog, Oto 10 Vde, 1mCable |13AC1857| 7.48 SO MZDDNIDT —- ~- — st - — ee — — a = 
MI7IACB40A02M | Output Connector, Analog, Oto 10 Vdc, 2m Cable |13AC1858| 9.32 BAIMZDDISZDK. = a a “ “ ~ < —— = 
@ TM171PDM27S PLC, 27 1/0, Digital, AnalogModbus, Display 13AC1897 = SuTMZDDIGD a ~ Toh fe ; Oe =e OVC <= = 
MIN71ADMI Programming Cable, PC to TTL Port 13AC1863| 137.28 SEIMED AED. 5 — See Toh = = on al SNLD Enea = 
MI71SW Programming Software, SoMachine HVAC 13AC1900| 47.64 @:TMZDDOTGUK a Oa Toh a = 5 me. ES ao as 
@ TM171AMFK Programming Stick, Parameter Transfer, PLC to PLC |13AC1868] 56.48 SiMene elk — = > me 7 ; = 7 > a“ 7 ~ one TaRIaE = 
MISTPTTSN52015 PT1000 Probe, IP68, 5 x 20 mm, 1.5m 13AC1849| 17.77 @ TM2DRATGRT at ae : u “3 - ee scape CED za 
MISTPTTSN52030 PT1000 Probe, [P68, 5x 20 mm, 3m 13AC1850| 27.45 TMZDDONZUK ~~ =~ pu ae e, - =. puts, ee sivoc PARE = 
MISTPTTSN52050 P1000 Probe, IP68, 5 x 20 mm, 5m 13AC1851| 23.76 @TM2DD032TK oe = ; - ‘ - F i = ~ saree DHE = 
MISTPTTSN62015 PT1000 Probe, IP68, 6x 20mm, 1.5m 13AC1852| 14.98 ale — a e 7 e 5 a a Tk SADC = 
WSTPTTSN62030 PT1000 Probe, IP68, 6x20 mm, 3m 13AC1853| 19.34 SS TM2DDOSTT: isorelte Output Module, 8 Outputs, 500mA, = 
@ TM171DGRP Remote Display, 128 x 64, LCD, Backlight 13AC1875| 238.76 PIM_210237 
@ TM171DLCD2U Remote Display, LCD Display 13AC1876] 104.76 
@ TM171DLED Remote Display, LED Display 13AC1877| 114.20 LOGIC CONTROLLER - MODICON M221 Schneider 
@ TM171ASCTB14 Screw Terminal Block, 14 /O 43AC1873 19.70 @ Ini itive machine programming with SoMachine Basic, ready-to-use EI d 
: applications and function blocks ectric 
@ TM171ASCTB27 Screw Terminal Block, 27 1/0 13AC1874 31.50 © All embedded features and functions you need to 
M172ASCTB28 Screw Terminal Block, 28 I/O 13AC1905 26.46 design and build machines more profitably 
M172ASCTB42 Screw Terminal Block, 42 1/0 9675611 33.12 @ Flexible and scalable machine control allows an easy 
—_— JJ —_—~—-- Se — _ _ So - upgrade to higher performance platforms to improve 
@ TM171ASCTBVEV Screw Terminal Block, Electronic Valve Drivers 13AC1872 16.99 efficiency 
M171ABKPG Wall Support, Flush Mount, Grey 13AC1855 13.82 © Connected everywhere via Etherne wireless access, 
M17 1ABKPB Wall Support, Flush Mount, White 43AC1854| 7.22 a ee 
@ TM171DWAL2L Wall Thermostat, wath Back ight 13AC1878| 153.30 Achieve benchmark performance while increasing 
@ TM171DWAL2U Wall Thermostat, Without Backlight 13AC1879| 81.14 profitability with the Modicon M221 logic controller, the 
PIM_5694451 most complete controller in the new Modicon range 
Digital Digital | Price Each_ 
Mfg. Part No. Description Inputs Outputs Stock No. 1-9+ 
e 
THIDOEXPANSION MODULES (THe) Schneider @ TM221C16U Serial 16 16 92¥5020 392.18 
& Electric @ TM221C024U Seria 24 24 92Y5021 = 
sees Rotis ie @ TM221C40U Seria 40 40 92Y5022 973.01 
i Nialobie @ TM221CE16U Serial, Ethernet 16 16 92Y5017 762.05 
' @ TM221CE24U Serial, Ethernet 24 24 92Y5018 841.15 
@ TM221CE40U Serial, Ethernet 40 40 92Y5019 590.61 
. PIM_5670952 
TMP TOESCARECE THe ; MODICON M241 LOGIC CONTROLLER S bh id 
Benefits: provide simple and astute solutions for all your © Everything you need is embedded Cc nel er 
© Open to numerous communication networks predicaments © Fast and easy configuration & Electric 
@ Flexible due to 3 basic types (Compact, Modular Applications: © ntuitive machine programming with SoMachine - the ails 
and Extreme) and wid range of I/O's © Simple stand-alone installations unique software for MachineStruxure controllers Compliant 
@ Twido and its associated TwidoSuite software © Repetitive and compact machines : : . Available 
- The Modicon M241 logic controller offers best-in-class 
Price Each communication with 5 embedded ports. It offers you state 
Mfg. Part No. Description Stock No. 1+ of the art technical features and embedded CANopen for 
@ TM200HSC206DT | Modicon M236 logic controller - 4 Output Discrete - GOKHZ -| 942594] 1001.55 _—“eldbus architectures up to 63 devices while reducing 
A your installation time and cost. Get unlimited access to 
2 Screw Terminal Blocks i ‘ : 
3 : : your machine via Ethernet - everywhere and any time 
@ TM200HSC206DF | Modicon M238 logic controller - 4 Output Discrete - 6OKHZ - | 94W2593 | 1001.55 and simplify maintenance with any mobile device through 
2 Spring Terminal Blocks visualization pages designed directly inside SoMachine and stored in the PLC's web server. 
Price Each Digital | Digital Price Each 
Mfg. Part No. Description Stock No.| 1-1-5+ Mfg. Part No. Description Inputs | Outputs | Stock No.} —1-5+ 
@ TM2ALM3LT | Analog |/O Module, Thermocouple Input, Voltage/Current Output, | 11R1923 — @ TM241CE24R 24 I/O, Relay Output, Ethernet 14 10 55Y5256 927.26 
1 Output, 2 Inputs, 20A @ TM241CEC24R| 24 VO, Relay Output, Ethemet & CAN] 14 | 10 | 58¥5253 | 1009.45 
@ TM2AMM3HT | Analog I/O Module, Voltage/Current Input, Voltage/Current | 11R1927 = master 
MSH =e u f8 7 ace 20 ase Peer @tw241cE24T | 24/0, Transistor Output, Ethemet | 14 | 10 | 58¥5257| 697.09 
@ TM2AMM6HT | Analog lodule, Voltage/Current Input, Voltage/Current = 7 
Output, 2 Output, 4 Inputs, 204 @ TM241CEC24T | 24 I/O, Transistor waar Ethernet & CAN} 14 10 55Y5254 985.78 
@ TM2AMI4LT | Analog Input Module, pat ou Input, 60mA, | 11R1925 — “@iM241cE40R | 40/0, Relay Output, Ethemet | 24 | 16 | 555259 | 1160.09 
; @ TM241CE40T 40 I/O, Transistor Output, Ethernet 24 16 55Y5260 | 1055.49 
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ANALOG I/O MODULES (CONT.) 


Price Each The ADAM-6017-CE is a 8-channel isolated Analog Input Modbus TCP Module with 2-channel digital output. 
Mfg. Part N Descripti Stock N "EEE | ADAM-6000 accomplishes the integration of automation and enterprise systems easily through internet 
ig. Part No. - escription WES oie technology, so that users can avoid changing the entire architecture of the control system and even remotely 
@ TMC4AI2 Cartridge, Analog Inputs 55Y5248 341.66 monitor the device status more flexibly. 
@ TMC4AQ2 Cartridge, Analog Outputs 55Y5249 333.92 Price Each 
@ TMC4TI2 Cartridge, Temperature Inputs 55Y5252 303.72 Mfg. Part No. Description Stock No. 1+ 
@ TMAT2CSET Connector Set, M221C 55Y5246 151.38 @ ADAM-6017-CE Isolated Analogue Input Modbus TCP Module 46M4730 _ 
@ TMAT4CSET Connector Set, M241 55Y5247 98.49 PIM_89554 
SOMNACCZXEPAZZ SoMachine V4.1 License Entity 555243 13123.48 
SOMNACCZXSPAZZ SoMachine V4.1 License Single 55Y5244 1855.82 
PLUTO PROGRAMMING CABLE 
SOMNACCZXTPAZZ SoMachine V4.1 License Team 55Y5245 3482.98 AL aD Ab 
For connecting PC, USB port to Pluto for programming and PA | aD 
PIM_5533081 on-line monitoring. 
MODICON M251 LOGIC CONTROLLERS Schneider 


© Get all the flexibility you need and save space in your cabinet 

© Boost the performance of your machine with powerful data transfer via SD 
Card, embedded Web- & FTP Server and more 

@ Integration & maintenance has never been easier 

@ Intuitive machine programming with SoMachine - the unique 
software for MachineStruxure controllers 


Modicon M251 logic controller- your choice for modular and 
distributed architectures, that connect everything! 

The Modicon M251 with CANopen, Modbus TCP and EtherNet/ 
IP let you easily connect to SCADA, MES, ERP by standard 
Ethernet cables and even via Wi-Fi. Boost your machine’s 
performance with data transfer via SD Card, embedded web 
server and more. Get unlimited access to your machine via 
Ethernet - everywhere and any time and simplify maintenance 
with any mobile device through visualization pages designed directly inside SoMachine and stored in the PLC's 
web server. 


@ Electric 
RoHS 

COs 
Available 


Price Each 
Mfg. Part No. Description Stock No. 1-5+ 
@ TM251MESE Ethernet 55Y4613 1047.08 
@ TM251MESC Ethernet, CAN 52Y0649 1047.08 
PIM_5533089 


DIGITAL 1/0 MODULES WITH COUNTER 


AD\ANTECH 
Geeiinpian 
Available 


ADAM-6050 


@ Remote monitoring and control with mobile devices UDP, HTTP, DHCP 


© Group configuration capability for multiple module © @ Web language support - XML, HTML 5, Java script 
setup © Status, comm, link, speed LED indicators 

@ Flexible user-defined Modbus address @ Di counters frequency input 

© Active I/O message by data stream or event trigger @ 10 to 30VDC Power requirement 
function @ 2000VDC Isolation protection 


© Multiple protocol support - Modbus TCP, TCP/IP, 
The ADAM-6052-CE is a 16-channel source-type isolated digital I/O Modbus TCP Module accomplishes the 
integration of automation and enterprise systems easily through internet technology, so that users can avoid 
changing the entire architecture of the control system and even remotely monitors the device status more 
flexibly. The ADAM-6000 series module is empowered by peer-to-peer (P2P) and graphic condition logic (GCL) 
and can perform as standalone products for measurement, control and automation. Instead of having additional 
controllers or programming, system configurations can be done in an extremely short time with the easy-to-use 
and intuitive graphic utility. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ ADAM-6052-CE Digital /O Modbus TCP Module 42X4860 = 
PIM_89556 


ANALOG I/O MODULES 


Gee simpiat 
Available 


ADAM-6017-BE 


© Ethernet-based smart I/O 

© Flexible user-defined Modbus address function 

© Group configuration capability for multiple module © Active I/O message by data stream or event trigger 
setup function 

@ Remote monitoring and control with mobile devices 


@ Intelligent control ability by peer-to-peer and GCL 


> CONTINUED > 
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Price Each 
Mfg. Part No. Description Stock No. 1-9+ 
2TLA020070R5800 Programming Cable 66Y1781 = 
PIM_5542822 
USB PORTS - DISTRIBUTED I/O RoHS _ 
MODULES Cais ~AD\ANTECH 


Available 


CE 


USB-4718-AE 


For USB DAQ products, The USB-4700 series USB modules consist of true Plug & Play data acquisition 
modules, Isolated Digital I/O USB Modules, 5-port hubs, multifunction USB 


Price Each 
Mfg. Part No. Description Stock No. aa 
@ USB-4751L-AE Digital I/O, 24 Channel 05N1256 119.00 
@ USB-4751-AE Digital /O, 48 Channel 05N1255 131.00 
@ USB-4711A-AE Multifunction, 16 Channel, 12 Bit 71M0947 ee5 
@ USB-4716-AE Multifunction, 16 Channel, 16 Bit | 05N1253 nes 
@ USB-4718-AE Thermocouple Input, 8 Channel | 05N1254 — 
PIM_115439 


DR SERIES SINGLE POINT (0 MODULES cy-yredorn” 


Abrand of 


| esr 


RoHS _ 

Compliant 

Available 
WG 


CX CROUZET 
XY SOLID STATE RELAYS 


DR Series I/O modules offer a packaging approach that addresses installation and space saving needs. |/O 
modules snap into place with an integral spring element which is part of the I/O assembly. Electrical connections 
are made by wiring directly to color code and numbered terminal blocks designed to accept 28 to 14AWG wire. 
I/O modules include LED indicator, and output modules contain a replaceable 5A fuse. Mounting holes provided 
for panel-mount applications. |/Os available with 5 or 24VDC logic voltages. AC and DC outputs are suitable for 
most load requirements up to 5A. 
Price Each 
Mfg. Part No. Description Stock No. 1-4+ 

@ DRIDC24A I/O Module, 10-48 VDC, 24 VDC 96F 1871 = 

@ DRIDC5A I/O Module, 10-48 VDC, 5 VDC 17M6583 ae 

@ DRIAC24A 1/0 Module, 180-280 VAC/DC, 24 VDC 17M6578 = 

@ DRIDC24 1/0 Module, 4-32 VAC/DC, 24 VDC 17M6581 = 

@ DRIDCS 1/0 Module, 4-32 VAC/VDC, 5 VDC 17M6582 es 

@ DROAC 1/0 Module, 5-24 VDC, 240 VAC 20M7007 = 

@ DRIAC24 1/0 Module, 90-140 VAC/DC, 24 VDC 17M6577 = 

@ DRIAC5S I/O Module, 90-140 VAC/DC, 5 VDC 17M6586 — 

@ DRIACSE I/O Module, 90-140 VAC/DC, 5 VDC 17M6580 = 

@ DR-ODC24 Output Module, 24 VDC, 5-48 VDC 17M6584 = 

@ DRODC5 Output Module, 5 VDC, 5-48 VDC 17M6585 a 
PIM_3668 
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BUFFERED OUTPUT MODULES crydornm  65\/0 MOUNTING RACKS LiM 
Contain additional internal amplification to reduce drive RoHS oo, Calf’ ALtils 
requirements to a level suitable for the MOS devices used _ cme Geptinpian 
in many microprocessor systems. Modules shown are non- Available 
inverting, inverting also available go online or call. 
Price Each G5 mounting racks are designed to accommodate G5 modules, which incorporate a status LED in the module. 
ae eetiCe reach The G5 output modules also have an integral fuse that eliminates the need for module fuses and LED status 
Mfg. Part No. Description Stock No. 1-4+ indicators on the rack. The G5 modules are slightly thinner than the standard modules. When used on the 
@ 6421 AC Output, Inverting, 5 VDC Input, 12-140 VDC Load 03M5798 ae MicroDAC LT® controllers, analog and digital I/O modules can be intermixed on the same G5 rack. 
@6411 AC Output, Non Inverting, 5 VDC Input, 12-140 VDC Load 03M5797 = Price Each 
@ 6412 AC Output, Non Inverting, 5 VDC Input, 24-280 VDC Load 62F815 = Mfg. Part No. Description Stock No. 1-4+ 
@ 6321 DC Output, Inverting, 5 VDC Input, 12-140 VDC Load 03M5796 = 70GRCK16-HL Rack, 16 Channel 01B4471 176.42 
PIM 3703 70GRCK16I-DIN Rack, 16 Channel, DIN Rail Mount 16F7276 - 
_ 70GRCQ24-HL Rack, 24 Channel 95F9753 305.00 
70GRCM32-HL Rack, 32 Channel 95F9755 es 
VOMODULES CPV AOM BET ans | 
We QY SOLID STATE RELAYS 70GRCK4 Rack, 4 Channel 16F7271 62.57 
70GRCK4R-DIN Rack, 4 Channel, DIN Rail Mount 16F7274 as 
Gop tinpian 70GRCK8-HL Rack, 8 Channel 95F9763 121.35 


A PIM_68718 
STANDARD DIGITAL INPUT/OUTPUT MODULES 
C €E Grayhill 


4.70" NN 


Standard I/O Quad I/O (43.2) ; 
SMT construction for high reliability. 4KV optical isolation. Quad pack modules denoted with suffix “Q”; all = Al @ 
others single point modules. Suffix “N” denotes modules with noise immunity per NEMA ICS2-230. “M” prefix | 
denotes miniature modules for M series mounting boards. Prefix “SM” denotes miniature modules which plug (rey 
into standard or sub-miniature mounting boards and offer nylon retaining pin for fast, secure installation. Both i 
“M” and “SM” series are 33% thinner than standard I/O modules and feature open collector output. Suffix “F” a 
denotes fast switching modules 47-63Hz. UL recognized and CE compliant. 
nnicelE@chy N 
Mfg. Part No. Description Stock No. 1-4+ : 
@ 1DC24 ACIDC Input 3.3-32 VDCIAC, 24 VDC Logic 18M2179 ae 9.60" (15.2) 
@ IDC5 ACIDC Input 3.3-32 VDCIAC, 5 VDC Logic 176715 ae ics i wise Pent Peer ote eae ene rer 
: series I/O modules provide optical isolation between sensitive logic circuits and external AC ani 
@IACS ACIDC Input 90-140 VAC, 5 VDC Logic ‘17M6714 ioe DC power devices. Output modules have built-in transient surge protection to prevent false operation. All input 
@ 1AC24 AC/DC Input 90-140 VAC/DC, 24 VDC Logic 17M6713 -— modules except high speed IDC5B and IDCSD types have filtered inputs and transmit clean on/off status signals 
@ MIAC5 ACIDC Input 90-140 VAC/DC, 5 VDC Logic, M Series 417M6723 = to the controller. Modules are epoxy-filled for shock and vibration immunity and operate from -40° to +100°C. 
° : UL recognized, CSA certified and CE compliant. TUV certified. Lifetime warranty. All modules pass the EMC 
@ SMIACS AC/DC Input 90-140 VAC/DC, 5 VDC Logic, SM Series 178208 = directive (89/336/EEC) for industrial products. ISW1 and OSW1 modules have toggle switches for simulating 
DC5Q AC Input 12-60VDC/AC, 5 VDC Logic, Quad 46F4209 — inputs and outputs during troubleshooting. Four types available: AC Output (Black); DC Output (Red), AC Input 
|AC5Q AC Input 90-140 VAC, 5 VDC Logic, Quad 46F4207 am: (Yellow), and DC Input (White). Only input modules have terminal #5. 
@ IDC5F DC Input 4-32 VDC, 5 VDC Logic 18M2180 = TERMINAL NUMBER AND CONNECTION 
PIM_3680 #5 #2 #41 


N/A AC Out 
DC-Out | DC+Out 


MINIATURE DIGITAL INPUT/OUTPUT MODULES G. 
resp hill Ground AC In 


DC-In_}| DC+lIn 


170 ° Price Each 
(43.2) eee 
< \ © Mfg. Part No. Description Stock No. 1-4+ 
1.00" 
co) C E 70-IAC5 AC Input Module, 5 Vdc, 90-140 Vac/de 87F3678 19.10 
70-OAC24 AC Output Module, 24 Vdc, 24-140 Vac 87F3669 19.81 
N 70-OAC5 AC Output Module, 5 Vdc, 24-140 Vac 87F3671 19.81 
\ o.aar (10.2) ? 70-OAC5A AC Output Module, 5 Vde, 24-280 Vac 87F3672 22.70 
70M Mini Package 70M Mini Package 70-IDC24 DC Input Module, 24 Vdc, 3-32 Vde 87F3681 18.41 
70 series I/O modules provide 4000VAC optical isolation between sensitive logic circuits and external AC and 70-IDC5 DC Input Module, 5 Vde, 3-32 Vdc 03B7103 18.77 
DC power devices. Output modules have built-in transient surge protection to prevent false operation. All input 
modules except high speed IDC5B and IDCSD types have filtered inputs and transmit clean on/off status signals 70-IDCSB DC Input Module, 5 Vdc, 3-32 Vde, 0.075ms Turn On 87F 3663 19.26 
to the controller. Modules are epoxy-filled for shock and vibration immunity and operate from -40° to +100°C. 70-ODC15 DC Output Module, 15 Vdc, 3-60Vdce 87F3673 19.06 
UL recognized, CSA certified and CE compliant. TUV certified. Lifetime warranty. All modules pass the EMC f 9 
directive (89/336/EEC) for industrial products. ISW1 and OSW1 modules have toggle switches for simulating bez De "Output Module, 24 Vde, #-60Vde STESOES ug08) 
inputs and outputs during troubleshooting. Four types available: AC Output (Black); DC Output (Red), AC Input 70-ODC5R DC Output Module, 5 Vde, 100 Vdc, 120 Vac 16F7265 34.12 
(Yellow), and DC Input (White). 70-ODC5 DC Output Module, 5 Vdc, 3-60Vde 87F3665 19.06 
Price Each 70-ODC5A DC Output Module, 5 Vde, 4-200 Vde 01B4417 23.79 
Mfg. Part No. Description Stock No. 1-4+ PIM 3647 
70M-IAC5A AC Input Module, 5 VDC, 180-280 VAC/DC 89F588 18.27 = 
70M-IAC5 AC Input Module, 5 VDC, 90-140 VAC/DC 89F585 18.66 
70M-OAC5 AC Output Module, 5 VDC, 180-280 VAC/DC 89F573 18.96 TES DIGI SINE OU IPE OMG RURES (Ga sI2e) To hill 
70M-OAC5A AC Output Module, 5 VDC, 24-280 VAC 89F576 21.38 iy ALLEL 
70M-IDC5 DC Input Module, 5 VDC, 3-32 VDC 89F591 18.00 1.90" 7 
ee vies 1,90 DN 
70M-ODC24 DC Output Module, 24 VDC, 3-60 VDC 89F581 14.09 ee 
70M-ODC5 DC Output Module, 5 VDC, 3-60 VDC 89F579 18.20 
70M-ODC5A DC Output Module, 5 VDC, 4-200 VDC 16F7266 22.89 
PIM_146410 a) 


G5 Input Package G5 Output Package N a 
Ko.a6" (14.7) 
G5 Output Package G5 Input Package 
70G series G5 digital I/O modules can be matched to any G5 I/O mounting racks. G5 modules have built-in 


status LED. Output modules provide replaceable 5 x 20mm glass fuses. All models feature 4000V optical 
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70G DIGITAL INPUT/OUTPUT MODULES (G5 SIZE) (CONT.) 


INDUSTRIAL COMPUTING & PROCESS CONTROL 


I/O CONTROLLERS & MODULES 


G4 I/O MODULES (CONT.) 


isolation. Price Each 
Price Each Mfg. Part No. Description Stock No. 1+ 
Mfg. Part No. Description Stock No. ie G40AC24A AC Output 24-280 VAC, 24 VDC Logic 96F6456 29.23 
70G-IAC24 AC Input Module, 24 Vdc, 90-140 Vac Input 95F9773 22.80 G40AC5A AC Output 24-280 VAC, 5 VDC Logic 96F6457 32.87 
70G-IAC5 AC Input Module, 5 Vdc, 90-140 Vac Input 95F9765 22.80 G40AC5A5 AC Output 24-280 VAC, 5 VDC Logic NC 96F1043 40.47 
70G-OAC24A AC Output Module, 24 Vdc, 24-280 Vac Load 96F5624 22.84 @ G40AC5AMA AC Output 24-280 VAC, 5 VDC Logic With Switch 52F7457 59.07 
70G-OAC5 AC Output Module, 5 Vdc, 120-140 Vac Load 01B4449 22.84 G4AD3 Analog Input, 4 To 20 mA 52F306 471.20 
70G-OAC5A AC Output Module, 5 V de, 24-280 Vac Load 96F5620 24.91 G4IDC15 DC Input 10-32 VDC, 15 VDC Logic 96F6449 31.86 
70G-IDC24 DC Input Module, 24 Vdc, 3-32 Vdc Input 95F9772 22.07 G4IDC24 DC Input 10-32 VDC, 24 VDC Logic 96F6450 35.51 
70G-IDC5 DC Input Module, 5 Vde, 3-32 Vdc Input 95F9770 22.51 GA4IDC5 DC Input 10-32 VDC, 5 VDC Logic 96F1066 34.23 
70G-ODC5 DC Input Module, 5 Vdc, 3-60 Vdc Input 96F5625 21.75 G4IDC5MA DC Input 10-32 VDC, 5 VDC Logic With Switch 96F1058 | 60.82 
70G-ODC24 DC Output Module, 24 Vde, 3-60 Vde Load 96F5627 21.75 G4IDC5K DC Input 2.5-16 VDC, 5 VDC Logic Very High Speed 96F6452 28.52 
70G-ODC5A DC Output Module, 5 Vdc, 4-200 Vde Load 16F7268 31.74 G4IDC5D DC Input 2.5-28 VDC, 5 VDC Logic 96F1068 | 32.58 
PIM_3646 G4IDC5B DC Input 4-16 VDC, 5 VDC Logic High Speed 96F1067 31.90 
G40DC24A DC Output 5-200 VDC, 24 VDC Logic 92F9075 37.63 
FC6A SERIES, I/O MODULES G40DC5A DC Output 5-200 VDC, 5 VDC Logic 96F6460 42.90 
ou D E C G40DC15 DC Output 5-60 VDC, 15 VDC Logic 96F6458 | 33.63 
FCGA-PNA G40DC24 DC Output 5-60 VDC, 24 VDC Logic 96F6459 34.58 
G40DC5 DC Output 5-60 VDC, 5 VDC Logic 96F1045 34.89 
G4ODC5FM_ | DC Output 5-60 VDC, 5 VDC Logic, Factory Mutual approved | 52F342 34.13 
G40DC5MA DC Output 5-60 VDC, 5 VDC Logic with Switch 96F7187 55.28 
0 1COM coM2 3 G40DC5R5 Dry Contact Output, 5 VDC Logic, Normally Closed 96F1047 48.84 
G40DC5R Dry Contact Output, 5 VDC Logic, Normally Open 96F1046 33.08 
G4SWIN Input Switch 5, 15, 24 VDC Logic 96F1006 44.19 
G4SWOUT Output Switch 250 VAC 96F1007 54.25 
Price Each @ G4IDC5-SW Switch Status Input, Self-powered, Normally Open 74K5110 65.18 
Mfg. Part No. Description Stock No. 1-4+ Price Each 
FC6A-PN4 Digital Cartridge, Input, Sink / Source, 4 Points 418AC7078 92.24 Mfg. Part No. Description Stock No. 1+ 
FC6A-PTK4 Digital Cartridge, Output, Sink, 4 Points 18AC7079 107.86 G4BATT32 Battery, 3.6V 52F263 124.70 
FC6A-PTS4 Digital Cartridge, Output, Source, 4 Points 18AC7080 | 107.86 @ FUSE01G4 Fuse, 1A 18M9088 = 
PIM_5758397 @ FUSE01G4B Fuse, 1A, Pack of 10 9070531 7.52 
@ FUSEG4B Fuse, 4A 90T0529 7.58 
SNAP TEX BREAKOUT BOARDS o P T o 2 = —r—r Relay Socket 96F6499 57.34 


@ Increase current switching up to 12x, simplify wiring, and save panel 
space 

@ Move terminals away from the crowded rack 
area for easier installation and maintenance 

© For SNAP 32 point digital modules 

SNAP-UDC-HDB-G4 breakout board provides 

32-point SNAP digital I/O modules with up to 3 amps 

current switching, fused outputs, and isolated inputs, 

while compact SNAP-UDC-HDB board saves panel 

space and simplifies field wiring. 


RoHS 
Compliant 
Available 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
SNAP-UDC-HDB Compact Breakout board 78Y9663 198.86 
SNAP-UDC-HDB-G4 Gé4 1/0 Breakout Board 78Y9664 280.55 
PIM_5532866 


G4 1/0 MODULES OPTO 22 


RoHS 
Compliant 
Available 


@ High-density, single-channel analog & digital 
modules 


@ Digital output modules feature a top-mounted 
replaceable fuse (FUSEG4) 


© Digital modules include LED status indicator. Also | @ Analog modules are factory-calibrated, offer 12-bit 
available with manual switching (MA) capability for resolution and require a single 24-volt power 
field wiring and control logic testing supply 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
G4IAC5A AC Input 180-280 VAC/VDC, 5 VDC Logic 96F6448 33.37 
G4IAC15 AC Input 90-140 VAC/VDC, 15 VDC Logic 96F6444 31.86 
G4IAC24 AC Input 90-140 VAC/VDC, 24 VDC Logic 96F6446 34.51 
G4IAC5 AC Input 90-140 VAC/VDC, 5 VDC Logic 96F1065 35.53 
@ G4IAC5-L AC Input 90-140 VAC/VDC, 5 VDC Logic, Low Impedence 4070061 28.23 
G4IAC5MA AC Input 90-140 VAC/VDC, 5 VDC Logic with Switch 96F1059 59.07 
G40AC15 AC Output 12-140 VAC, 15 VDC Logic 96F6453 31.86 
G40AC24 AC Output 12-140 VAC, 24 VDC Logic 96F6455 32.26 
G40AC5 AC Output 12-140 VAC, 5 VDC Logic 96F1042 31.97 
G40AC5MA AC Output 12-140 VAC, 5 VDC Logic With Switch 96F1044 59.07 
G40AC15A AC Output 24-280 VAC, 15 VDC Logic 96F6454 32.38 
> CONTINUED > 


1.800.463.9275 © newark.com 


QUAD PAK™ I/O MODULES 


@ Four channels of digital I/O in one high-density package 
@ Integral LED for each channel on the module 


oPTo 22 
WG 


© For use with Quad Pak brain board compatible mounting racks, 
PB16HQ and PB32HQ. C € 
Price Each 

Mfg. Part No. Description Stock No. 1+ 
OAC5Q AC Output, 12-280 VAC, 5 VDC Logic 96F1023 121.07 
IDC5Q DC Input, 10-32 VDC, 5 VDC Logic 96F1019 118.71 
IDC5BQ DC Input, 4-16 VDC, 5 VDC Logic, High Speed 96F1017 128.88 
IAC5Q DC Input, 90-140 VDC, 5 VDC Logic 96F1014 119.88 
ODC5Q DC Output, 5-60 VDC, 5 VDC Logic 96F1025 417.54 

PIM_3748 


SNAP I/O™ MODULES 


© Convenient Pluggable Connector 
for Removable Top-Mounted Field 
Wiring 

@ Ready Access to Standard Fuses 

@ Modules “SNAP” Securely on 
Racks - No Screws Required 

@ Highly Visible LED Status Indicator 
for Each Channel 

@ Mix Analog and Digital Modules on 
the Same Rack 

@ Handy Snap-On ID Plates for 
Channel Labels 

SNAP I/O is Opto 22's highest density 

W/O packaging. SNAP I/O includes AC 


OPTO 22 

Gein : 
Compliant 
Available 

Wi 


pmo CC 


and DC digital modules and intelligent analog modules. SNAP’s compact design delivers space savings while 
innovative packaging allows modules to simply snap in place. Factory Mutual (FM) approved versions of many 
SNAP I/O modules are available, go online or call. 
Digital | Supply Price Each 
Mfg. Part No. Description Inputs | Voltage | Stock No. the 

@ SNAP-SCM-ST2 | SNAP 2-Channel Pulse Output Module ee 5 VDC | 59T0058 527.00 
@ SNAP-IDC-32D | SNAP 32-point digital input module, 2.5} 32 | 12 VDC | 9175931 302.25 

to 12 VDC 
@ SNAP-IDC-32DN | SNAP 32-point digital input module,} 32 |-12VDC} 9175932 | 302.25 

-2.5 to -12 VDC, with positive common 
connection 
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1/0 CONTROLLERS & MODULES 


SNAP I/O™ MODULES (CONT.) SNAP I/O™ MODULES (CONT.) 
Price Each Price Each 
Mfg. Part No. Description Stock No. 1+ Mfg. Part No. Description Stock No. 1+ 
SNAP-AOA-23 Analog Current Input, 2 Channel Analog Output Current | 91F5817 492.70 SNAP-IDC5Q Digital Encoder Input Module, 4 Channel Dry Contact| 83F5699 | 302.25 
Loop 4-20mA Output, Normally Closed 
SNAP-AIMA Analog Current Input Module, 2 Channel Analog Current | 52F7453 349.17 @ SNAP-IDC5G Digital Input Module, 4 Channel High Speed 35-75) 17T7099 82.50 
Input +/-20mA VDC Input, 5 VDC Logic 
SNAP-AIMA-ISRC | Analog Current Input Module, Isolated 2 Channel Analog | 26H1746 553.35 SNAP-IAC-16 High-Density Digital I/O Module, Isolated 16-Point| 31M8931 | 302.25 
Current Input, +20mA to -20mA, With Loop Sourcing Digital Input Module, 90-140 VAC/VDC 
SNAP-AIRATE Analog Frequency Input Module, 2 Channel Rate, | 83F5700 415.40 @ SNAP-IDC-32N High-Density Digital I/O Module, Snap 32 Point Digital | 40T0073 | 302.25 
0-25Khz Input Module, -10 to -32 VDC, With Positive Common 
@ SNAP-AIRTD-1K Analog Input Module, 2 Channel 1000 Ohm Platinum | 40T0069 390.60 Connection 
RTD Input @ SNAP-ODC-32-SNK-FM | High-Density Digital I/O Module, Snap 32-Point Digital | 11P7215 | 511.50 
SNAP-AIV-32 Analog Input Module, 32 Channel Analog Voltage Input, | 41M0026 | 1494.47 Output Module, 5-60 VDC Load Sinking 
-10 to +10 VDC or -5 to +5 VDC @ SNAP-IDC-HT-16 High-Density Digital 1/0 Module, Snap Leakage] 40T0072 | 302.25 
@ SNAP-AIV-32-FM | Analog Input Module, 32 Channel Analog Voltage Input | 11P7210 | 1192.00 Tolerant Isolated 16-Point Digital Input Module, 15-28 
-10 to +10 VDC or -5 to +5 VDC VDCIVAC 
@ SNAP-AIMA-8 Analog Input Module, 8 Channel Analog Current Input -20} 12N2743 764.25 SNAP-AIMA-I isolated Analog Input Module, 2 Channel Current} 1201588 | 518.62 
to +20 mA isolated, +/-20mA 
@ SNAP-AICTD-8 Analog Input Module, 8 Channel Analog Temperature} 12N1588 | 708.35 @ SNAP-AIVRMS-I-FM solated Analog Input Module, Isolated 2 Channel, 0 to | 81R0178 | 568.85 
Input, ICTD 250 V RMS AC/DC Inpu 
@ SNAP-AIV-8 Analog Input Module, 8 Channel Analog Voltage Input, | 66M8123 708.35 @ SNAP-AIARMS-I-FM isolated Analog Input Module, Isolated 2 Channel 0 to} 11P7204 | 558.00 
-10 to +10 VDC 10 Amp RMS AC/DC Input 
SNAP-AITM-8 Analog Input Module, 8 Channel B, C, D, E, G, J, K,N,R, | 149238 | 26.15 @ SNAP-AIMA-ISRC-FM | Isolated Analog Input Module, Isolated 2 Channel} 11P7206 | 606.05 
S, or T Thermocouple or -75 to +75 mV, -50 to +50 mV, or Analog Current Input -20 mA to +20 mA, With Loop 
-25 to +25 mV Inpul Sourcing 
SNAP-AOA-23-ISRC | Analog Output Module, Isolated Dual Channel Analog | 87K7147 | 711.84 SNAP-AITM2-1 solated Analog Input Module, Isolated 2 Channel| 26H2200 ) 443.30 
Output, Current Loop, 4-20 mA, With Loop Sourcing Analog Type ote we i eee or 
SNAP-AOV-5 Analog Output Module, Single Channel Analog Voltage | 16F1843 358.05 ese 
Output, 0 to 10 VDC SNAP-AIV2-I isolated Analog Input Module, Isolated 2 Channel| 49H7341 | 440.20 
SNAP-AOA-3 Analog Output Module, Single Channel Current 4 to 20mA| 16F1842 | 367.35 Analog Voltage at erat #100 VDC or -50 
SNAP-ANTMG2 Analog Thermocouple Input Module, 2 Channel Isolated IS2G2053)| Milacie) @ SNAP-AITM-4I solated Analog Input Module, Isolated 4 Channel] 3970880 | 708.35 
Thermocouple Type B, C, D, G, N, T,R, S Analog Type B, C, D, E, G, J, K, N,R, S, or 
SNAP-AIRTD Analog Thermocouple Input Module, 2 Channel| 91F5815 419.01 Thermocouple or +150 mV, +75 mV, +50 mV, or +25 
Temperature 100 Ohm PT RTD mV Input 
SNAP-AITM-I Analog Thermocouple Input Module, Isolated 2 Channel} 32C2057 | 471.63 SNAP-AIVRMS-I isolated Analog Input Module, Isolated Two Channel, 0 | 89K0422 | 520.80 
Type E, J, K Thermocouple or -150 mV to +150 mV or io 250 V RMS AC/DC Input 
=fomW to-t7omn Input SNAP-AILC Load Cell Module, Load Cell Input, 10 VDC Excitation, | 89K0421 | 455.70 
SNAP-AIV Analog Voltage Input Module, 2 Channel Analog Input -10 | 52F7437 349.17 2 or 3 mV/V Input Sensitivity 
19 #10 VDC or-5'to #5.VDC @ SNAP-OMR6-C Mechanical Power Relay Output Module, SNAP 4] 59T0056 | 48.38 
SNAP-AITM Analog Voltage Input Module, 2 Channel Thermocouple, | 52F7438 328.63 Channel Mechanical Power Relay Module, SPDT 
Type, E, J, K Form C) 
SNAP-AIV-I Analog Voltage Input Voltage Module, 2 Channel Voltage | 27C0290 | 458.98 @ SNAP-AIPM3V Power Monitoring Module, Three-Phase Power| 4070068 | 775.00 
solated +/-10 VDC Monitoring Module, 85-300 V RMS And 0-0.333 VAC 
SNAP-AIV-4 Analog Voltage Input Voltage Module, 4 Channel Analog | 32C2059 | 466.43 Ct Inputs For Each Phase 
Voltage Input, -10 to +10 VDC or -5 to +5 VDC @ SNAP-AIPM-3 Power Monitoring Module, Three-Phase Power) 1777098 | 775.00 
SNAP-AOV-25 Analog Voltage Output Module, 2 Channel Analog Voltage | 91F5818 | 430.41 Monitoring Module, 85-300 V RMS And 0-5 A RMS 
Output, 0 to +10 VDC Inputs For Each Phase 
SNAP-AOV-27 Analog Voltage Output Module, 2 Channel Analog Voltage | 91F5819 436.43 SNAP-SCM-232 Serial RS-232 Interface Modu e, 2 Channel RS-232 | 95B7598 | 527.00 
Output, -10 to +10 VDC Serial Communication 
SNAP-AIARMS Analog Voltage RMS Input Module, 2 Channel, 0 to 10} 10€2970 505.30 SNAP-AIPM Single-Phase Power Monitoring Module, 85-250V And | 09/4541 | 434.00 
Amp RMS AC/DC Input 0-10A RMS Inputs 
SNAP-OAC5 Digital AC Voltage Input Module, 4 Channel, 12-280 VAC | 52F7488 114.00 @ SNAP-SCM-CAN2B SNAP-SCM-CAN2B Communication Module, Serial) 9175933 ) 527.00 
SNAP-OAC5 Digital AC Voltage Input Module, 4 Channel, 12-280 VAC | 3403483 | 416.29 Communications Module Recening CAN Rackets 
Isolated @ SNAP-SCM-SSI SSI (Serial Synchronous Interface) Module, SNAP | 4070077 | 500.65 
SNAP-OACSMA | Digital AC Voltage Input Module, 4 Channel, 12-280 VAC| 34¢3484 | 192.34 2-Channiel Seflal' Synchronous Interface Module 
Isolated, Manual/Auto Switch PIM_3745 
SNAP-IAC5 Digital AC Voltage Input Module, 4 Channel Input Module | 52F7491 78.59 
SNAP-ODC-32-SNK | Digital DC Output Module, 32-Point Digital, 5-60 VDC | 74K3045 | 468.56 CLASSIC BRAIN 4 
Load Sinking BOARD RACKS 
SNAP-IDC-32 Digital DC Output Module, 32 Point Digital Input, 10-32 | 20K7803 324.92 All mounting racks feature 50-pin header connector 
VOC control interface and barrier strip field interface. H suffix @) G 
SNAP-ODC-32-SRC | Digital DC Output Module, 32-Point Digital Output, 5-60 | 26K2345 | 511.71 in mfg. part no. indicates a 2-position screw terminal power 
VDC Load Sourcing interface and power indicator. UL listed, CSA certified, CE C E 
SNAP-ODC5A-I Digital DC Output Module, 4 Channel, 5-200 VDC Isolated | 3403486 | 110.65 compliant. 
SNAP-ODC5SRC Digital DC Output Module, 4 Channel, 5-60 VDC 52F7486 109.25 
SNAP-ODC5-I Digital DC Output Module, 4 Channel, 5-60 VDC Isolated | 3403485 115.04 
SNAP-ODC5SNK Digital DC Output Module, 4 Channel DC Output] 52F7487 115.68 
_ 5-60VDC Load Sink Price Each 
SNAP-IDC5 Digi al DC Voltage Input Module, 4 Channel, 10-32 VDC | 52F7489 81.02 Mfg. Part No. Description Stock Now rl cae 
SNAP-IDC5D Digi ‘al DC Voltage Input Module, 4 Channel, eee VDC | 83F5702 81.06 G4PB16 G4 16 Channel I/O Module Rack 06F1048 200.49 
SNAP-IDCS-FAST-A | Digital DG Voltage Input Module, 4 Channel High Speed (SiS Manama GAPB16H G4 16 Channel 0 Module Rack, Header Connector 92F3462 | 225.64 
SNAP-IDC5FAST Digital DC Voltage Input Module, 4 Channel High Speed | 91F5826 66.11 G4PB161 G4 16 Channel I/O Module Rack Isolated Control 96F1049 | 264.61 
2.5-16 VDC G4PB16T G4 16 Channel I/O Module Rack Terminal Strip 96F1050 257.01 
SNAP-IDC5-SW Digital Dry Contact Input Module, 4 Channel Dry Contact, | 3403478 110.84 G4PB24 G4 24 Channel I/O Module Rack 96F1051 | 243.06 
Normally Open G4PB32DEC G4 32 Channel I/O Module Rack for DEC Computers 96F1052 | 285.20 
SNAP-ODC5R5 Digital Dry Contact Output Module, 4 Channel Dry| 27C1269 | 142.32 G4PB4R G4 4 Channel Output Module Rack 96F1054 80.30 
Seti spa Nanas Se GAPBS G48 Channel /O Module Rack 96F1055 | 424.71 
SNAP-ODC5R Digital Dry Contact Output Module, 4 Channel Dry| 83F5706 91.69 - 
Contact Output, Normally Open G4PB8H G4 8 Channel I/O Module Rack, Header Connector 92F9074 132.03 
G4PB4 Gé4 Digital 4 Channel Mounting Rack 96F1053 75.55 
PB16A \/0 Module Rack, 16 Channel, 50-Pin Card Edge Connector for 96F1033 | 2413.90 
interface to Computer 
PB16T 0 Module Rack, 16 Channel, For Applications That Require | 96F1035 213.90 
Barrier Strips 
PB16H I/O Module Rack, 16 Channel, Header Connector 92F3474 | 224.55 
> CONTINUED > > CONTINUED > 
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CLASSIC BRAIN 
BOARD RACKS (CONT.) 
Price Each 
Mfg. Part No. Description Stock No. 1+ 

PB16AH 1/0 Module Rack, 16 Channel, Header Connector, Analog 92F3473 376.65 
PB24 1/0 Module Rack, 24 Channel 96F1036 269.70 
PB4 I/O Module Rack, 4 Channel 96F1040 77.97 
PB4H I/O Module Rack, 4 Channel, Header Connector 92F3481 125.92 

@ PB8 I/O Module Rack, 8 Channel 96F1070 166.26 
PB8H I/O Module Rack, 8 Channel, Header Connector 92F3483 166.26 
PB8AH 1/0 Module Rack, 8 Channel, Header Connector, Analog 92F3482 246.45 
PB4R Output Module Rack, 4 Channel 96F1069 80.71 
PB16HQ. Quad 4-module Position Rack 96F1034 185.82 
PB24Q Quad 6-module Position Rack 96F1038 246.45 
PB24HQ Quad 6-Module Position Rack With Header Connector 96F1037 265.05 
PB32HQ Quad 8-Module Position Rack With Header Connector 92F3479 376.65 

PIM_3557 


P&B SLIMLINE AND SOLID-STATE INPUT/OUTPUT 
MODULES 


TE 


connectivity 


AUTHORIZED DISTRIBUTOR 


RoHS — 
Compliant 
Available 


Potter&Brumfield 385: 
OACM-5 we 


3-8 VDC 240VAC. 
INPUT oureuT 


I 


a: 
| 


IAC-5 


Slimline input/output modules provide interfacing between microprocessor- or computer-based control systems 
and external input devices and loads such as switches and sensors. Color-coded with high isolation and noise 
immunity. Packaged in a 0.4” enclosure. SPST-NO contacts. Mfg. part nos. beginning with IA indicate module 
function is AC input. ID indicates DC input, OA indicates AC output, and OD indicates DC output. Solid state 
modules are photo-isolated and feature excellent transient immunity. Packaged in industry-standard plug-in 
enclosure. Units interchange easily without disturbing wiring. Maximum load current derating for output modules 
is linear from 3A to 0.8A between +25°C and +80°C; OAC-5H and ODC-5H are linear from 5A to 1.3A between 
+25°C and +80°C. Both module types ideal for series operation. Dimensions for slimline modules in inches 


(mm): 1.7 (43.18) L x 0.4 (10.16) W x 1.00 (25.4) H. Dimensions for standard modules: 1.7 (43.18)L x 0.6 (15.2) 
W x 1.25 (38.10)H. UL recognized, CSA certified. Order mounting boards separately. 
Price Each 
Mfg. Part No. Description StockNo. | 1-94 __ 

@ IAC-15 AC Input Module, 15 VDC 18M9097 18.12 
@ IAC-24 AC Input Module, 24 VDC 18M9098 21.15 
@IAC-5 AC Input Module, 5 VDC 18M9099 12.15 
@ IAC-5E AC Input Module, 5 VDC, 18-36 VAC/DC Input 18M9100 20.23 
@ IACM-5 AC Input Module, Slimline, 5 VDC 18M9101 16.61 
@ OAC-15 AC Output Module, 15 VDC 18M9253 16.92 
@ OAC24 AC Output Module, 24 VDC 17M7501 = 
@ OAC-24A AC Output Module, 24 VDC, Zero Voltage Turn On 18M9254 21.52 
@ OAC-5 AC Output Module, 5 VDC, 120 VAC/DC 06R3607 21.55 
@ OAC-5A AC Output Module, 5 VDC, 240 VAC/DC 18M9255 21.34 
@ OAC-5H AC Output Module, 5 VDC, Zero Voltage Turn On 06R3608 = 
@ OACM-UH AC Output Module, Slimline, 3-15 VDC Input 18M9257 27.51 
@ OACM-5H AC Output Module, Slimline, 5 VDC 18M9258 32.05 
@ OACM-5 AC Output Module, Slimline, 5 VDC, Zero Voltage Turn On 06R3609 19.65 
@ IDC-24 DC Input Module, 24 VDC 18M9108 20.25 
@ IDC-5 DC Input Module, 5 VDC 18M9109 25.07 
@ IDCM-5 DC Input Module, Slimline, 5 VDC 18M9110 21.52 
@ ODC-15 DC Output Module, 15 VDC 64P8092 21.61 
@ ODC-15A DC Output Module, 15 VDC, 1A, 3-250VDC Output 18M9267 25.26 
@ ODC-24 DC Output Module, 24 VDC 18M9268 27.56 
@ ODC-24A DC Output Module, 24 VDC, 1A, 3-250 VDC Output 39C2413 28.66 
@ ODC-5 DC Output Module, 5 VDC 29M9954 27.56 
@ ODC-5A DC Output Module, 5 VDC, 1A, 3-250 VDC Output 06R3610 23.19 
@ ODCM-5 DC Output Module, Slimline, 5 VDC 29M9955 28.38 
PIM_3266 
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INDUSTRIAL COMPUTING & PROCESS CONTROL 


1/0 CONTROLLERS & MODULES 


PFC200 PERFORMANCE CLASS CONTROLLER 
600 MHz CORTEX A8 Processor 

Real-time operating system 

256 Mbytes RAM 

256 Mbytes FLASH 

128 Kbytes retained memory 

SD or SDHC - up to 32 GB 

Web-based configuration 

Built-in web server 

64 bit variable support 

© 400+ digital, analog & specialty I/O modules 

Expanding on the WAGO-I/O-SYSTEM Programmable 
Controllers, the PFC200 offers performance class PLCs with f 
advanced features including multiple fieldbus gateways, 

high-speed processor, and extensive memory (on-board and removable). 


With multiple fieldbus ports available, the PFC200 eliminates the need for third party converters. Now, 
communicating between MODBUS TCP/UDP/RTU, CAN, PROFIBUS, Smart Grid and RS-232/485 has never 
been easier. 
Price Each 
Mfg. Part No. Description Stock No. 1-4+ 
750-8203 CAN Port 309306 _ 
750-8204 CAN Port, RS232/435 309307 _ 
750-8206 CAN Port, RS232/435, Profibus Slave 309308 = 
750-8202 RS232/435 309303 = 
750-8202/025-001 RS232/435, Smartgrid 309304 = 
750-8202/025-002 RS232/435, Smartgrid, ECO Version 309305 = 
PIM_5465858 
7 DAY EVENT CONTROLLER SF 
The Model 5400-E is Artisan’s newest event controller designed for any application ARTISAN 
which requires time-of-day and/or day-of-week control. This unique design provides DN 
two 10 ampere relay outputs, two 5VDC outputs for driving 
solid state relays, and two low voltage switch inputs which 
can be configured for securing the controller or enabling 
and disabling the outputs. The user interface is a state 
of the art color LCD display with resistive touchscreen 
protected with an overlay for maximum reliability in any 
environment. This one controller can schedule outputs to 
operate in an event control or bell control scheme with easy 
to understand screens for configuring the output schedules 
and overall controller configuration. 
Digital Digital Price Each 
Mfg. Part No. Inputs Outputs Stock No. 1-4+ 
5400-E 2 4 93Y2557 621.37 
PIM_5670964 


DIN W72xH36MM TEMPERATURE CONTROLLERS 
Simple and economical type 

ON/OFF and Proportional control 

Relay control output:250VAC 3A 1c or 250VAC 16A 1c 
Input sensor: Thermocouple (J, K), RTD(Pt1000) 
Input correction function 
Finger safety type of termina 


Autonics 


Sensors & Controllers 


cA US 


Price Each 
Mfg. Part No. Description Stock No. cacti 
TC3YT-B4R16 250VAC / 16A/ 1c Output 2273608 94.00 
TC3YT-B4R3 250VAC / 3A/ 1c Output 2273609 89.00 
PIM_195428 


SMART SAFETY RELAYS FS1A SAFETYONE 


49 
Be 


RoHS _ 

Compliant 

Available 
= 12 ©. 
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INDUSTRIAL COMPUTING & PROCESS CONTROL @ Indicates RoHS Compliant 4] Find Datasheets Online 


CONTROLLERS — TEMPERATURE 


SMART SAFETY RELAYS FS1A SAFETYONE (GONT,) ; ; i32 SERIES 1/32 DIN TEMPERATURE AND PROCESS PID CONTROLLERS 
@ No programming required @ Monitor logic circuit, I/Os and error codes with I/O CONT 
© 6 dual channel safety inputs LEDs, two 7 Segment LED display, and monitor ( ) 
© 4 solid state safety outputs (Stop 0 or 1) outputs Price Each 
Seem rmmetiams, 5 anna ie ies Mig PartNo Description StockNo,| 1 
© Connect with various input devices, E-stop, door © @ IEC 61508 integrity level 3, ISO 13849-1 3253-DC Process/Temperature Controller with 12 to 36VDC, 24VAC | 960169 oie 
switches, two hand control, light curtains, muting performance level e and EN954-1 safety category Power Supply, Analog / Relay Outputs 
sensors 4 compliant 3252-DC Process/Temperature Controller with 12 to 36VDC, 24VAC| 04X5577 — 
A Power Supply, Analog / SSR Outputs 
Mfg. Part No Description Ga “. rae Stock No. pce eae 3200-C24 Process/Temperature Controller with Isolated RS232 &| 27C8000 = 
9 é erp P P : RS485/422, 300 to 19.2Kb, No Outputs 
SSA CHS a Logie SwiIGES MN 2 pSREIRE TANS 3243-C24-DC | Process/Temperature Controller with Isolated RS232 &| 04X5576 — 
@ FS1A-C01S 8 Logic Switches "1 30 05R5330 663.17 RS485/422 and 12 to 36VDC, 24VAC Power Supply, DC Pulse 
PIM_147150 / Relay Output 
3233-C24-DC | Process/Temperature Controller with Isolated RS232 &| 61H4459 — 
RS485/422 and 12 to 36VDC, 24VAC Power Supply, Relay 
1132 DIN PROCESS AND STRAIN PID CONTROLLERS WKNEWPORT’ Outputs 
= 3244-C24 Process/Temperature Controller with Isolated RS232 &| 59J2288 ae 
RS485/422 Output, DC Pulse Outputs 
3233-C24 Process/Temperature Controller with Isolated RS232 &| 2208543 — 
RS485/422 Output, Relay Outputs 
@ |13200-C24-DC | Process/Temperature Monitor with Isolated RS232 &| 50R9038 = 
RS485/422 and 12 to 36VDC, 24VAC Power Supply, No Outputs 
3222-C24-DC | Process/Temperature Monitor with Isolated RS232 & RS485/422 | 04X5575 = 
@ High Accuracy: +0.03% Reading, 0.5°C (£0.9°F) © RS232 and RS485 Serial Communications and 12 to 36VDC, 24VAC Power Supply, SSR Outputs 
© Totally Programmable Color Displays (Optional) 3200 emperature/Process (Monitor Only) 1/32 DIN 25C3530 -—- 
@ User-Friendly, Simple to Configure @ Built-in Excitation PIM 211653 
@ Free Software © Temperature Stability +0.04°C/°C RTD and Zz 
© Full Autotune PID Control +0.05°C/°C TC @ 25°C (77°F) 
@ Universal Inputs: Thermocouple RTD, Process @ NEMA 4 (IP65) Front Bezel H \ 6 
Voltage/Current, Strain @ Front Removable and Plug Connectors eee ee LIMIT ALARM XN NEWPORT 
The NEWPORT® i32 is the iSeries controller in the extremely compact and increasingly popular 1//32 DIN size Feat 
eatures: 


(22.5 x 45 mm cutout). The i32 is the most sophisticated and accurate instrument available in the small 1//32 
DIN package, yet is still easy to configure. 


Analog Analog Price Each 
Mfg. Part No. Inputs Outputs Stock No. 1+ 
1$3233 1 2 89C0037 = 
PIM_212890 


K8DT-TH SERIES TEMPERATURE CONTROLLERS 


© Set the temperature with ultra-simple rotary switches. 

© Digitally set the temperature to between 0 and 999°C in 1°C increments 
with one Relay 

© Connect a thermocouple or platinum resistance 
thermometer. 

© Width of 17.5 mm to reduce space required in panels. 

@ Push-In Plus Terminal that reduce wiring work. 

@ The use of cage clamps enables wiring with bare 
stranded wires. Double-insertion holes for crossover 
wiring (all terminals). 

@ UL listed for easy shipping to North America. 

@ Models added with transistor outputs for superior contact 
reliability. 


OMRON. 


ELECTRONIC COMPONENTS 


Price Each 
Mfg. Part No. Stock No. 1-4+ 
K8DT-TH1CA 91¥2606 236.97 
K8DT-TH1CD 91¥2607 236.97 
K8DT-TH2CD 91Y2611 236.97 
PIM_5735727 
i32 SERIES 1/32 DIN TEMPERATURE AND ois, NEWPORT: 
Available 


PROCESS PID CONTROLLERS 


C€ 
©. 


Features: © Totally programmable color-changing display 

@ Universal inputs: RTD, Thermocouple, Analog © Built-in excitation 
Voltage/Current @ Power: 90 to 240VAC +10%, 50 to 400Hz 

© No outputs or dual outputs for controlling or @ Dimensions: 25.4H x48W x 127mmD (1 x 1.89 
alarming functions x5") 

@ High accuracy: 0.5°C, 0.03% rdg @ NEMA 4/Type 4 (IP65) rated front bezel 

© User-friendly, simple to configure @ Five-year manufacturer's warranty 

@ Full autotune PID control @ UL listed, CE compliant 


i32 Series 1/32 DIN size (1.89" x 1”) digital panel meters feature universal inputs for thermocouples (K, J, T, E, 
R, S, B, C, N & J DIN) RTDs: 100-, 500-, and 1000-ohm with 2-, 3-, and 4-wire connections, plus totally scalable 
process voltage 0-100mV, 0-1V, 0-10V ranges and process current: 0-20mA. Features the innovative iSeries 
display that can be programmed to change between green, amber and red at any set or alarm point. Options 
include isolated RS-232 and RS-485/422 and low-voltage power supply. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
13233 PID Controller, 2 SPDT Relays 96B0165 = 
@ 13243 Process/Temperature Controller, DC Pulse / Relay Output 10R2338 Bae 
> CONTINUED > 


© Universal inputs 

@ High accuracy 

© Two relay alarm outputs 

® Totally programmable color displays (visual alarms) 
e 

) 


C€ 


@s 
User-friendly, simple to configure Geena 
Built-in excitation source for transmitters or other Available 
devices 
AC or DC powered units 
Front removable and plug connectors 
Programmable digital filter 

High/Low limit 
Remote reset input 
Five-year manufacturer's warranty 
UL listed, CE compliani 
pecifications: 

put types: Thermocouple, RTD, Analog Voltage/ 
Current 

Accuracy: +0.5°C temp; 0.03% rdg 

Process: 50ppm/°C 

Reading rate: 3 samples/s 

Display: Single 4-digit 9-segment LED 0.83" for 1/8 
DIN; 0.4” for 1/32, 1/16 DIN 

@ Thermocouple types (ITS 90): J, K, T, E, R, S, B, 


C,N, L (J DIN) 
© Voltage input: 0 to 
100mV, 0 to 1V, 0 
to 10VDC 
@ Input impedance: 
10Mohm for 100mV, 1Mohm for 1 or 10VDC 
© Current input: 0 to 20mA (5 ohm shunt) 
© Voltage excitation: 24VDC @ 25mA 
© Operating temperature: 0 to 55°C (32 to 131°F) 
© Power: 90 to 240VAC 410%, 50 to 400Hz, 110 
to 375VDC 
@ Protection: 1/8 DIN: NEMA 1/Type 1 front bezel; 
1/32, 1/16 DIN: NEMA 4X/Type 4 (IP65) front bezel 


enoeceeeene 


iSeries Limit Alarm Controllers offer flexibility in process measurement and alarm applications. Front panel 
configuration switches allow user to select the type of input, the alarm conditions and the resulting display 
color. Process inputs are fully scalable, supporting virtually all engineering units with a selectable decimal point 
providing a perfect solution for pressure, flow or other process inputs. 
Analog Analog Price Each 
Mfg. Part No. Description Inputs Outputs Stock No. 1+ 
@ 116-AL-DC 12V to 36VDC, 1/16 DIN 1 2 04X5569 nas 
@ 132-AL-DC 12V to 36VDC, 1/32 DIN 1 2 04X5574 = 
@ 18-AL-DC 12V to 36VDC, 1/8 DIN 1 2 04X5579 = 
@ 116-AL 90V to 240VAC, 1/16 DIN 1 2 04X5568 is 
@ 132-AL 9OV to 240VAC, 1/32 DIN 1 2 04X5573 —_ 
@ 18-AL 90V to 240VAC, 1/8 DIN 1 2 04X5578 _ 
PIM_211641 
iTH SERIES HUMIDITY + TEMPERATURE MONITORS WNEWPORT: 
AND CONTROLLERS 
© Outputt - Humidity, Output2 - 
Temperature C € 


@ High Accuracy +0.5°C and 2% RH 

@ 4 Popular DIN Sizes 

@ Ethernet and Serial Communica- 
tions (optional) 

© Full Autotune PID Control 

@ Programmable Ramp and Soak for 
Humidity and/or Temperature 

© RH/Temperature Probe included 

The NEWPORT® iTH Series 

instruments monitor and control both 

temperature and relative humidity. Available in four true DIN Sizes: the ultra compact 1/32 DIN (the world’s 

smallest dual loop Humidity + Temperature controller); the popular midsize 1/16 DIN square bezel with dual 

display; the 1/8 DIN vertical, and the 1/8 DIN horizontal with the big bright 21mm digits. There are two Control or 

Alarm Output options: Form “C” 3A Relays, SSR, DC Pulse or Analog output. 


> CONTINUED > 
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iTH SERIES HUMIDITY + TEMPERATURE MONITORS AND CONTROLLERS 


INDUSTRIAL COMPUTING & PROCESS CONTROL 
CONTROLLERS — TEMPERATURE 


1/16 DIN TEMPERATURE CONTROLLER (CONT.) 


(CONT.) Price Each 
Price Each Mfg. Part No. Description Stock No. 1+ 
Mfg. Part No. Description Stock No. 1+ @ E5CSVR1TFAC100240 Relay Output 80K1834 365.11 
TH-I16D33-5-C4El | 1/16 DIN Dual Display Temp & RH Controller, 2 SPDT} 05R6292 _ @ E5CSVQ1TFAC100240 Voltage Output 17M6596 337.75 
Relays, Ethernet and serial output, 5” probe pias 
TH-116D33-2-C24 | 1/16 DIN Dual Display Temp & RH Controller, 2 SPDT] 05R6291 os in 
Relays, Serial RS 232 and RS485 Output 2” probe 
TH-13233-5-C24 | 1/32 DIN Temp & RH Monitor, 2SPDT Relays and Serial | 05R6293 — RTC48 TEMPERATURE CONTROLLERS Ld 
Output, 5” probe @ Temperature controller for stable regulation in simple ; Schneider 
TH-I8DH33-5 1/8 DIN Dual Display Horizontal Temp & RH Controller, 2) 05R6295 = industrial machines & processes Ss. & Electric 
SPDT Relays, 5” probe © Superior performance delivered in an elegant & Sa 7 
TH-I8BDHO0-2 1/8 DIN Dual Display Horizontal Temp and RH Monitor, 2”) 05R6294 = compact package nN 
probe @ Reliable & rugged ay 
© Quick to set-up “Ny 
Price Each © Intelligent interface & communication ready S 
Mfg. Part No. Description Stock No. 1+ i 
THP-5 Test Probe, 137mm 05R6297 ess Pa a9) 
THP-2 Test Probe, 51mm 05R6296 188.41 
PIM_147112 7 
Price Each 
. Mfg. Part No. Description Stock No. 1+ 
1/32 DIN iSERIES PID CONTROLLERS WXNEWPORT’ = @ ATCASPUNIRNHU 100-240 VAC, 1 Relay, Alarm 2672208 247.84 
Feature a color display that can be programmed @) : @ RTC48PUN1SNHU 100-240 VAC, 1 SSR, Alarm 26Y2214 219.49 
US 
to change between green, amber and red at any 7 @ RTC48PUN1RNLU 24 VACIDC, 1 Relay, Alarm 26Y2209 239.48 
set- or alarm point. Offer a universal input for 10 | ee eeFE  O. 
thermocouples (K, J, T, E, R, S, B, C, N & J DIN), @ RTC48PUNCRNLU 24 VACIDC, 1 Relay, Comm, Alarm 26Y2200 339.38 
plus 100-, 500- and 1000-ohm RTD’s with 2-, 3- @ RTC48PUN1SNLU 24 VACIDC, 1 SSR, Alarm 26Y2215 268.40 
and 4-wire connections for the most accurate RTD @ RTC48PUNCSNLU 24 VACIDC, 1 SSR, Comm, Alarm 26Y2204 315.95 
measurements. Features totally scalable process 
voltage 0-100mvV, 0-1V, 0-10V ranges, and process Price Each 
current 0-20mA. Feature autotune PID control with Mfg. Part N Descripti Stock N os | 
a choice of dual-form C SPDT relays, SSR’s, DC pulse and analog voltage or current. The universal power pa iS i I it 
supply runs on 90-240VAC/DC. Low voltage power input of 12-36VDC and 24VAC is optional. Features built-in @ RTCACC Spare Part Kit 26Y2196 152.22 
24VDC@25mA excitation, standard, offering optional RS-232 and RS-485 serial communications. @ RTCCOV Terminal Cover 26Y2198 93.67 
Price Each @ RTCCBL USB Cable 26Y2197 169.59 
Mfg. Part No. Description Stock No. he PIM_5465856 
13253 PID Controller, 1 Analog Out, 1 SPDT Relay 96B0167 —_ 
PID Controller, 2 DC Pulse Out, 96B0166 eas 
= Sede a UNMANAGED ETHERNET SWITCHES A 
13233 PID Controller, 2 SPDT Relays 96B0165 = © Provides 5/8 Fast Ethemet ports with Auto MDI/MDI-X D\ANTECH 
13233-DC PID Controller, 2 SPDT Relays-DC Powered 97H6700 ~ © Supports 10/100 Mbps Auto-Negotiation 
13253-C24 PID Controller, RS232 and RS485 Serial Comm. 96B0168 = @ Provides broadcast storm protection 
- @ Provides compact size with DIN-rail/Wall mount, and IP30 
13200 Temperature/Process (Monitor Only) 1/32 DIN 25C3530 = metal mechanism 
13200-DC Temperature/Process Monitor-DC Powered 9709603 = © Supports redundant 12 ~ 48 VDC power input and 
PIM 51977 P-Fail relay 
= The EkI-2525/2528 supports a Fast Ethernet solution. The 
power is a +12 ~ 48 VDC redundant input design, and is 
1/8 DIN SIZE METER/PID CONTROLLERS Ww NEWPORT: secured with a double protection mechanism: Power Polarity 


The iSeries color display can be programmed to 
change between green, amber and red at any set or 
alarm point. Display features LEDs twice the size of 
typical 1/8 DIN meters for easier viewing. Contains 
a universal input for 10 thermocouples (K, J, T, 
E, R, S, B, C, N and J DIN), plus 100-, 500-, and 
1000-ohm RTD's with 2-, 3-, and 4-wire connections 
for the most accurate RTD measurements. Totally 
scalable process voltage of 0-100mV, 0-1V, 0-10V 
ranges and process current of 0-20mA. Includes built-in 24VDC excitation, standard and optional RS-232 and 


©. 
CE 


RS-485 serial communications, and Ethernet output. Offers on/off or full autotune PID control with optional 
outputs: relays, SSR’s, DC pulse and analog. The universal power supply runs on 90-240VAC/DC. Low-voltage 
12-36VDC and 24VAC is optional. 
Price Each 
Mfg. Part No. Description Stock No. ‘hee 

1833 1/8DIN, 2 Relay Output 96B0172 ea 

1800 1/8DIN, No Output 96B0170 — 

18C00 1/8DIN, No Output, Compact Case 3100999 as 
PIM_51573 


1/16 DIN TEMPERATURE CONTROLLER 


@ Automatic Adjustment and PID Control in a 48x48mm Package 

Control Accuracy to 1% of Full Scale 

Selectable Temperature Ranges in °C or °F 

Easy-to-read 13.5mm-High LED Display 

Models for Thermocouple Types J/L and K Inputs and 

Platinum RTD Inputs 

@ PID and On/Off Control Modes 

@ Wide Power Supply Range: 100 to 240VAC, 50/60Hz 

© Tamper-proof Setting, Faulty Sensor Detection and 
Controller Diagnostics 


Versatile, low-cost controllers have °F scales. Voltage 
output is rated 12VDC, 21mA with short-circuit protection. 
Relay output is SPST-NO rated 3A, 250VAC. Accepts J/L, 
K thermocouples, auto-tuning of P band. Accurate to + 0.5% of full scale. Eight-function alarm output (SPST-NO 
relay, 1A, 250VAC). Rated IP50 (NEMA 4 with optional covergo online or call.). ESCSV: 1.89H x 1.89W x 3.07"D 
(48 x 48 x 78mm), 5VA power consumption. Panel mounting adapter is supplied. UL recognized, CSA certified. 


OMRON 


AUTOMATION & SAFETY 


RoHS — 
i Compliant 
oe Available 
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Reverse Protect and an Overload Current Resetable Fuse. 
The former tolerates reverse power wiring while the later 
secures the system from overload currents. As the power 
supply turns normal, EKI-2525/2528 will automatically get 
back to work. Each port of EKI-2525/2528 has 2 LED's to 
show the link status transmission speed and collision status. It also provides a relay output for an event alarm. In 
the event of a power failure, the built-in LED will activate the alarm to notify administrators. Engineers can simply 
verify the hardware status by checking the LED, and have troubleshooting easy and quick. EKI-2525/2528 
comes with compact metal housing that rates IP30 to help against from dusty industrial environments. 


Input Price Each 
No. of Port Voltage 
Mfg. Part No. Ports Types Type Stock No. 1+ 
Unmanaged Fast Ethernet, Industrial 
@ EKI-2525-BE 5 RJ45x5 VDC 9274736 94.09 
@ EKI-2528-BE 8 RJ45x8 VDC 92Y4737 435.00 


PIM_5575992 


ADAM 6000 SERIES INDUSTRIAL ETHERNET 
NETWORK SYSTEMS 
© Supports +10 ~ 30 VDD Voltage 
@ Provides Surge Protection 3000VDC For 
Power Line 
@ Provides Flexible Mounting: DIN Rail, Panel, 
Piggyback 
© Supports Operating Temperatures from -10 
~ 70°C 
Mfg. part no. 6520 is suited for industrial 
environments with Ethernet networking needs. 


AD\ANTECH 
GeReinaen 
Available 


Applications include semiconductor factories, 

inventory control environments, and assembly lines 

and production. 
ADAM-6520-B 
Input Price Each 

No. of Port Voltage 
Mfg. Part No. Ports Types Type Stock No. ke 
Unmanaged Fast Ethernet, Industrial 
@ ADAM-6520BE 5 RJ45x5 VDC 34M3188 112.35 


PIM_80068 
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INDUSTRIAL COMPUTING & PROCESS CONTROL 
INDUSTRIAL ETHERNET DEVICES 


Ha-VIS - eCON 3000 FULL GIGABIT ETHERNET 


The Ha-VIS eCon 3000 Full Gigabit family of unmanaged 
Ethernet switches is equipped with up to 7 gigabit Ethernet 
ports and allows for cost-efficient and quick expansion and/or 
reconstruction of network infrastructures with high bandwidth 
requirements. In this, all variants support extra-long Ethernet 
frames (jumbo frames). The switches work as power sourcing 
equipment (PSE) and are capable of simultaneously providing 


paz 
HARTING 
Nicer 


@ Indicates RoHS Compliant 


ETHERNET SWITCH FOR INDUSTRIAL 

APPLICATIONS 

e Energy supply of up to 4 terminal devices via PoE+ (137 watts) 
in accordance with IEEE 802.3at 

@ Fast Ethernet Non-Blocking Switch architecture in accordance 
with IEEE 802.3 

@ Variants with industrial temperature range of -40°C .. 

@ Surge protection and reverse polarity protection 


. +70°C 


| 


4] Find Datasheets Online 


‘@ 


the full PoE output of 34.2 watts on up to four ports. Exceeding @ Minimum energy consumption due to energy efficient Ethernet Ed 
the PoE+ standard, the switches are equipped with an . RoHS | 
integrated, galvanically isolated DC/DC voltage transformer. pomptant 
Input Price Each 
Input Price Each No. of Port Voltage 
No. of Port Voltage Mfg. Part No. Ports Types Type Stock No. 1-9+ 
Mfg. Part No. Ports Types Type Stock No. 1-94 Unmanaged Fast Ethernet, Commercial, Ha-VIS eCon 2000 Fast Ethernet Basic 
Unmanaged PoE Gigabit Ethernet, Commercial © 24020160010 16 RJ45x16 voc 78Y9656 363.88 
© 24035050030 5 RJA5x5 voc 94Y9645 1142.70 Unmanaged Fast Ethernet, Commercial, Ha-VIS eCon 2000 Fast Ethernet Basic PoE / PoE+ 
@ 24035060030 6 RJ45x6 VDC 94Y9647 877.05 @ 24020050030 5 RJ45x5 VDC 67X8563 412.24 
@ 24035070030 |? RUA5xT VDC 949649 930.22 © 24020080030 8 RI4Bx8 VDC 67X8577 61074 
Unmanaged PoE Gigabit Ethernet, Industrial @ 24030100010 10 RJ45x10 VDC 67X8642 534.80 
© 24035050020 5 RJA5x5 voc 94Y9644 1214.09 Unmanaged Fast Ethernet, Commercial, Ha-VIS eCon 3000 Fast Ethernet Basic 
© 24035060020 pues ae eaioess 930.22 © 24030060010 6 RJ45x6 ae 678624 246.34 
© 24035070020 7 al ND 94v9648 | 1321.24 © 24030080010 8 RIA5X8 voc 67X8632 = 
PIM_8732420 © 24030160010 16 RJ45x16 VDC 78Y9658 481.02 
Unmanaged Fast Ethernet, Commercial, Ha-VIS eCon 3000 Fast Ethernet Basic PoE / PoE+ 
Ha-VIS eCON 3000 FAST ETHERNET BASIC eae @ 24030060030 6 RJ45x6 VDC 67X8625 460.05 
The Ha-VIS eCon 3000 Fast Ethernet PoE family of unmanaged HARTING Unmanaged Fast Ethernet, Industrial, Ha-VIS eCon 2000 Fast Ethernet Basic 
Ethernet switches is equipped with up to 8 Fast Ethernet @ 24020160000 16 RJ45x16 VDC 78Y9655 375.52 
ports and allow for cost efficient and quick expansion and/ Rael Unmanaged Fast Ethernet, Industrial, Ha-VIS eCon 3000 Fast Ethernet Basic 
or reconstruction of network infrastructures. The switches 
work as power sourcing equipment (PSE) and are capable of @ 24030100000 10 RJ45x10 VDC 67X8641 458.83 
simultaneously providing the full PoE output of 34.2 watts on @ 24030160000 16 RJ45x16 VDC 78Y9657 465.09 
up to four ports. Exceeding the PoE+ standard, the switches 7 ht Fi r are . 
are equipped with an integrated, galvanically isolated DC/DC nee Gigabit Ethernet, Commercial, Ha-VIS eCon 2000 Full Gigabit Ethernet Basic 
voltage transformer. 
@ 24024050030 5 RJ45x5 VDC 67X8589 570.84 
@ 24024070030 7 RJ45x7 VDC 67X8608 504.51 
Input Price Each Grmananee Gigabit Ethernet, Commercial, Ha-VIS eCon 3000 Full Gigabit Ethernet Basic 
No. of Port Voltage a o 
Mfg. Part No. Ports Types Type Stock No. 1-9+ @ 24034050030 5 RJ45x5 VDC 67X8671 731.92 
Unmanaged PoE Fast Ethernet, Commercial @ 24034060030 6 RJ45x6 VDC 67X8686 521.32 
@ 24031060030 6 RJ45x6 VDC 94Y9638 740.65 @ 24034070030 7 RJ45x7 VDC 67X8693 591.28 
@ 24031080030 8 RJ45x8 VDC 94Y9643 667.12 Unmanaged Gigabit Ethernet, Industrial, Ha-VIS eCon 2000 Full Gigabit Ethernet Basic 
9 9 9 
Unmanaged PoE Fast Ethernet, Industrial @ 24024050000 5 RJ45x5 VDC 67X8586 349.34 
@ 24031060020 6 RJ45x6 VDC 94Y9641 976.61 Unmanaged Gigabit Ethernet, Industrial, Ha-VIS eCon 2000 Full Gigabit Ethernet Basic PoE 
@ 24031080020 8 RJ45x8 VDC 94Y9642 693.67 | PoE+ 
PIM E7aDATE @ 24024050020 5 Ru45x5 vbc 67X8588 765.48 
@ 24024070020 7 RJ45x7 VDC 67X8607 749.20 
Unmanaged Gigabit Ethernet, Industrial, Ha-VIS eCon 3000 Full Gigabit Ethernet Basic 
HA-VIS ECON 2160 AND 3160 peme e Tan ; 6 RI45x6 voc : 53X2952 508.93 
© Unmanaged Gigabit Ethernet with Non-Blocking architecture according to IEEE 802.3 —— - 1 —— 
© 16 full Gigabit Ethernet (10/100/1000 Mbit/s) RU45 ports HARTING Unmanaged Gigabit Ethernet, Industrial, Ha-VIS eCon 3000 Full Gigabit Ethernet Basic PoE 
@ Auto-negotiation, auto-polarity and auto-MDI(X) support | PoE+ 
e eae ee (10kB) aan @ 24034050020 5 RJ45x5 VDC 67X8670 642.77 
@ Flat and slim metal housings wit protection rating 
© Surge and reverse polarity protection @ 24034060020 6 RJ45x6 VDC 67X8685 766.53 
© Minimum energy consumption due to Energy Efficient @ 24034070020 7 RJ45x7 VDC 67X8692 614.43 
7 a oe aii en sat Unmanaged PoE Gigabit Ethernet, Industrial, Ha-VIS eCon 2000 Full Gigabit Ethernet Basic 
ptimized, toolless DIN rail mounting mechanism PoE / PoE+ 
# Oto 50°C (GEA) oF 40°C to 70°C (GBT-A) @ 24024052220 7 RJ45x7 VDC 53X2938 1344.97 
The unmanaged, Ha-VIS 2160 and 3160 industrial 16 port 
DIN-rail mounted, full Gigabit Ethernet switches allow for PIM_212388 
fast and cost effective extension and/or modernization 
of Industrial Network Infrastructures with high bandwidth 
requirements. Extremely flat (eCon 2000 family) and slim ETHERNET SWITCH FOR INDUSTRIAL APPLICATIONS q 
(eCon 3000 family) designs allow for optimized usage inside © Flat housing format 
control cabinets or machines with limited space. Flat housing of the Ha-VIS eCon 2160 can be best utilized in © Robust metal housing a HARTING 
control cabinets, machines or devices with restricted space for front cable connections, while slim housing of the © Adapted for mounting onto top hat mounting rail = ——a) 
Ha-VIS eCon 3160 can be best utilized in control cabinets or machines with limited horizontal mounting space. 35 mm according to EN 60 715 ~ 
; The Ethernet Switch eCon 2050-A can be used ee RoHS | 
No. of Port Bel ut WEnreeiEschy in industrial environments and supports Ethernet is COs 
ste . a 40 Mbitis) and Fast Ethernet (100 Mbit/s). Up to 5 = seein 
Mig: Ratt NO. Ports Types Type StockiNo: lea beta ieee on Sales ge Ras = 
Unmanaged Gigabit Ethernet, Commercial, Ha-VIS eCon 2160 ports. The Ethernet Switch supports a simple and so 
@ 24024160010 16 RJ45x16 VDC 98Y7437 775.30 quickly network diagnostics with integrated LEDs om 
Unmanaged Gigabit Ethernet, Commercial, Ha-VIS eCon 3160 at every port. It works as unmanaged switch in the = 
Store and Forward switching mode and supports re) 
@ 24034160010 16 RJ45x16 VOC 98Y7451 801.54 Auto-crossing, Auto-negotiation and Auto-polarity. : So = 
Unmanaged Gigabit Ethernet, Industrial, Ha-VIS eCon 2160 DIN-rail, panel mount and flat-mount bracket kits are 
@ 24024160000 16 RU45x16 vbc 98Y7436 799.99 also available; go online or call. Pee 
eCon 7 
Unmanaged Gigabit Ethernet, Industrial, Ha-VIS eCon 3160 20 76 105 3000 
@ 24034160000 16 RJ45x16 VDC 98Y7450 713.70 Input Price Each 
isla Mfg. Part N Ports yee ad Stock N 41-24+ 
ig. Part No. orts ypes ype tock No. - 
Managed Fast Ethernet, Industrial 
@ 20761084000 8 RJ45x8 VDC 45W1252 = 
> CONTINUED > 
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INDUSTRIAL COMPUTING & PROCESS CONTROL 
INDUSTRIAL ETHERNET DEVICES 


SPIDER III SERIES (CONT.) 


Price Each Input Price Each 
Mfg. Part No. Description Stock No. (ERED No. of Port Voltage eat weed 
© 20800000003 Fixing Clip 160513 32.36 Mfg. Part No. _| Ports | Types Type | StockNo.| __1-4+ 
‘© 20800100001 Mounting Bracket 79K0838 an Fast Ethernet, Industrial, Standard Line, Singlemode, SC 
@ 20800240002 Mounting Bracket Kit 79K0840 32.36 SPIDER-SL-20-06T1S29999SY9HHHH 7 RJ45x6,SCx1 VDC 93Y2449 632.27 
SPIDER-SL-20-06T1S2S299SY9HHHH | 8 | RJ45x6,SCx2 | vDC | 93¥2448 | 960.11 
re Gigabit Ethernet, Industrial, Premium Line 
SPIDER-PL-40-05T1999999TY 9HHHH 5 RJ45x5 VDC 93Y2435 491.76 
INDUSTRIAL ETHERNET SWITCH A HIRSCHMANN SPIDER-PL-40-08T1999999TYSHHHH | 8 R45x8 voc | 9372436 | 655.67 
ABELDENGRAND Gigabit Ethernet, Industrial, Premium Line, SFP Slot 
Input Price Each SPIDER-PL-40-01T1069999TY9HHHH 2 RJ45x1,SFPx1 | VDC 93Y2433 471.28 
No. of Port Voltage SPIDER-PL-40-04T1069999TY9HHHH 5 | RJ45x4,SFPx1 | VDC | 93Y2434 | 538.58 
Mig. Part No. ae Types Type piockiNe: io Gigabit Ethernet, Industrial, Standard Line 
Maree rest Ethoniet Ingsatia SPIDER-SL-40-0571999999SY9HHHH | 5 RUABK5 voc | 932452 | 327.62 
SS MnCHIM 231 ET 26 : Rudox26 | NAG UoA2I8 ess Gigabit Ethernet, Industrial, Standard Line, SFP Slot 
SE a — RJ45x1,SCx1 vbc 06X2895 SPIDERS) ADORTIOSBOSSSYOHHHH |_| RUGS S| Oe ee 
@ SPIDER II 8TX 8 Ru45x8 | vb 06x2794 = = a L-40-06T 1060699SY9HHHH 8 RJ45x6,SFPx2 | VDC 93Y2453 676.70 
Unmanaged PoE Fast Ethernet, Industrial ~ 
@ SPIDER II 8TX POE 8 RJ45x8 | VDC 06X2894 = 
Fin 2Ht870 EIT-W SERIAL-TO-ETHERNET EXTERNAL W NEWPORT’ 


SPIDER Ill SERIES 

Standard Line: 

@ Designed especially for reliable operation in harsh 
industrial conditions 

@ Small size saves space in tight areas and makes installa- 
tion simple and fast 

@ High data throughput achieved while fiber communication 
options ensure long-term scalability 

© Reduces overall lifecycle costs with low power 
consumption 

Premium Line: 

@ Expand on the benefits of the Standard Line of- 
ferings by adding configurable switch functionality 
typically only found in managed switches 

@ Withstands extreme industrial conditions 

@ Meets additional industry standards and approvals 

Transferring large amounts of data in harsh environments and in industrial applications just got easier with the 


(R) HIRSCHMANN 


ABELDEN BRAND. 


MICROSERVER™ 


RoHS _ 
Compliant 
Available 


Features 

© Put any serial device on the IP network in minutes 

© Bridge RS-232/RS-485 to TCP/IP Email notifications and SNMP traps 
® Auto-negotiating 10/100 Ethernet half/full duplex Programmable I/O's 
e 
e 


DHCP, DNS, HTTP, and ARP 
ModbusRTU to Modbus TCPIIP bridging 


Built-in Web server Firmware upgrade over Ethernet 

TCP, UDP, SNMP, SMTP, TFTP, ICMP, Telnet, © Custom firmware/private labeling for OEM's 
The 3rd Generation NEWPORT® iServer3G connects any Serial Device (RS-232, RS-485) to an Ethernet 
network or the Internet in minutes, including Serial Modbus to Modbus TCP/IP over Ethernet. The iServer3G 
can send notifications by email, and has SNMP for remote management. The iServer can be used to make 
an existing Serial device a “node” on an Ethernet network with a unique IP address that’s accessible from 


plug-and-play technology built into this full-range line of unmanaged switches from Hirschmann. The SPIDER Il any authorized computer on the LAN, WAN, or Internet. The NEWPORT iServer packages the Serial data in 
pte industrial Pa ie ri both Standard and Premium options. Which to use depends on the standard TCP/IP packets that can travel anywhere on the Ethernet LAN or over the Internet. The NEWPORT 
SPECIIG FEQUIFEMENS JOF YOUr Applcauen: iServer is compatible with almost any device with a Serial interface such as: time clocks, security alarms, card- 
Input Price Each key access controllers, telecommunications equipment, vending machines, bar code readers, electric power 
No. of Port Voltage meters, UPS systems, test & measurement instrumentation, PLC’s, serial printers, cash registers, and many 

Mfg. Part No. Ports Types Type | Stock No. 1-4+ more 

Fast Ethernet, Industrial, Premium Line Price Each 
SPIDER-PL-20-05T 1999999TY 9HHHH 5 RJ45x5 VDC | 93Y2426 374.68 Mfg. Part No. Stock No. 1+ 
SPIDER-PL-20-08T 1999999TY9HHHH 8 RJ45x8 VDC | 93Y2432 456.64 iServer MicroServer 

Fast Ethernet, Industrial, Premium Line, Multimode, SC @ EIT-WIN 72R4777 = 
SPIDER-PL-20-01T1M29999TY9HHHH 2 RJ45x1,SCx1_ | VDC | 93¥2421 480.04 PIM_75292 
SPIDER-PL-20-04T1M29999TY9HHHH 5 RJ45x4,SCx1 | VDC | 93¥2423 573.70 

P| -PL-20-( w 

SPIDER-PL-20-07T1M2M299T Y9HHHH 9 RJ45x7,SCx2 | VDC | 93Y2428 854.73 EIT-PCB EMBEDDED MICROSERVER™ WNEwPortT: 

SPIDER-PL-20-08T1M29999TY9HHHH 9 RJ45x8,SCx1 | VDC | 93¥2430 | 679.10 @ Embedded solution for serial-to ethernet communica- P| RoHS 
Fast Ethernet, Industrial, Premium Line, Multimode, ST tion put any serial device on the IP network in minutes Gesinpian 

i vailable 

SPIDER-PL-20-04T1M49999TY9HHHH 5 | RJ45x4,STx1 | VDC | 93Y2424 | 573.70 © Bridge RS-232/RS-485 to TCP/IP 

Fast Eth + Industrial, Premium Line, SFP Slot @ Auto-negotiating 10/100 ethernet half/full duplex 
‘as' ernet, Industrial, Premium Line, lo © Builtin web server 
SPIDER-PL-20-06T1Z6Z6Z6TY9HHHH 9 | RJ45x6,SFPx3 | VDC | 93Y2427 813.08 @ TCP, UDP, SNMP, SMTP, TFTP, ICMP, Telnet, DHCP, 
5 A 7 A DNS, HTTP, and ARP 

Fast Ethernet, Industrial, Premium Line, Singlemode © ModbusRTU to Modbus TCPIIP bridging 
SPIDER-PL-20-04T1S29999TY 9HHHH 5 RJ45x4,SCx1 | VDC | 93¥2425 712.77 © Email notifications and SNMP. traps 

Fast Ethernet, Industrial, Premium Line, Singlemode, SC © Programmable I/O's 
SPIDER-PL-20-01T1S29999TY 9HHHH 2 RJ45x1,SCx1 | VDC | 93¥2422 725.93 © Firmware upgrade over Ethernet : 

© Custom firmware/private labeling for OEM's 
SPIDER-PL-20-07T1S2S299TY9HHHH 9 RJ45x7,SCx2 | VDC | 93¥2429 | 1217.71 
SPIDER-PL-20-08T1S29999TY9HHHH 9 RJ45x8,SCx1 | VDC | 93¥2431 | 889.85 NEWPORT EIT-PCB embedded network-enabling board will turn any serial device with RS-232, RS-485, or TTL 
Fast Ethernet, Industrial, Standard Line into a TCP/IP ethernet port and provide a flexibility and benefits of a network connection. EIT-PCB will make the 
OEM product a “node” on an ethernet network or the internet quickly and cost-effectively. The Newport EIT-PCB, 
SPIDER-SL-20-05719999998 SHHHH d a NOG: eevee U9) half the size of a business card, can be integrated into almost any device with a serial interface such as: time 
SPIDER-SL-20-05T1999999TY 9HHHH 5 RJ45x5 VDC | 93Y2445 | 194.47 clocks, security alarms, card-key access controllers, telecommunications equipment, vending machines, bar 
SPIDER-SL-20-08T1999999SY9HHHH 8 RJ45x8 vbC | 93Y2450 194.47 code readers, electric power meters, UPS systems, test & measurement instrumentation, PLC’s, cash registers, 
SPIDER-SL-20-0811999999T Y9HHHH 8 RIA5x8 VDC 9372451 and many more. The EIT-PCB requires 5 VDC with maximum 150mA input. 

Fast Ethernet, Industrial, Standard Line, Multimode, SC iricelEachy 
SPIDER-SL-20-01T1M29999S Y9HHHH 2 RJ45x1,SCx1 | VDC | 93Y2437 304.43 : Mfg. Part NG: Stock No. 4+ 
SpINER-S/30-G47' MOSOS0G OHHH 5 RUdExA.SCxt voc | 93v2439 a RS232 Serial Interface with 3 I/Os aa 
SPIDER-SL-20-04TiM29909TYOHHHH | 5 | RU45x4,SCx1 | VDC | 93v2440 | 409.62 SS EIERCEIN : = 
SRIDER GI apsceT MseoseS veri 7 Ru45x6,Scx1 | voc) 93v2447 | 409.82 RS485 Serial Interface with 6 I/Os Rae 
SPIDER-SL-20-06TIM2M299SY9HHHH | 8 | RJ45x6SCx2 | voc | 93v2446 | 453.77 ETE PCB ESN Es 

Fast Ethernet, Industrial, Standard Line, Multimode, ST PIM_75359 
SPIDER-SL-20-04T 1M49999SY9HHHH 5 | Ru45x4,STx1 | VDC | 93¥2441 | 339.57 
SPIDER-SL-20-04T1M49999T Y9HHHH 5 RJ45x4,STx1 | VDC | 932442 409.82 

Fast Ethernet, Industrial, Standard Line, Singlemode, SC 
SPIDER-SL-20-01T1S29999SY9HHHH 2 RJ45x1,SCx1 | VDC | 93Y2438 515.19 
SPIDER-SL-20-04T1S29999SY9HHHH 5 RJ45x4,SCx1 | VDC | 93¥2443 550.32 
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MOTORS — DC GEAR 


82 862 SERIES DC GEARED MOTORS WITH 
BRUSHES 


@ Arange of D.C. geared motors with sintered metal 
gears 

@ Mechanical rating of gearbox with output shaft stalled 
0.5 Nm 

© 3.9 Watt motor power 

@ Available in either 12 or 24 V D.C. versions 

© Options with magnetic encoder 


& CROUZET MANUAL MOTOR STARTERS (CONT.) 


Supply Price Each 
Voltage Power 
Mfg. Part No. VDC Max Speed Torque Rating Stock No. 1-9+ 
82862203 12V 1.5rpm 0.5N-m 3.9W 2805042 148.60 
82862202 12V 5rpm 0.5N-m 3.9W 2805041 148.60 
82862201 12V 14rpm 0.5N-m 3.9W 2805040 148.60 
82862003 12V 45rpm 0.5N-m 3.9W 28C5037 134.59 
82862002 12V 141rpm 0.5N-m 3.9W 2805036 134.59 
82862206 24V 1.5rpm 0.5N-m 3.9W 2805043 140.76 
82862205 24V Srpm 0.5N-m 3.9W 97B1469 148.60 
82862204 24V 14rpm 0.5N-m 3.9W 97B1468 28.57 
82862006 24V 45rpm 0.5N-m 3.9W 50B3769 134.59 
82862004 24V 441rpm 0.5N-m 3.9W 28C5038 19.63 
PIM_5739626 
82 869 SERIES DC GEARED MOTORS WITH CA 
BRUSHES YI CROUZET 
© Arange of D.C. geared motors with ovoid gearbox 
@ Mechanical rating of gearbox with output shaft stalled 
:2Nm 
© 3.9 Watt motor versions 
© Available in either 12 or 24 Vde 
© Gearbox ratios options for 0.36 to 430 rpm 
@ Alternative shaft options 
Supply Price Each 
Voltage Power 
Mfg. Part No. VDC Max Speed Torque Rating Stock No. 1-9+ 
82869016 24V 2.9rpm 2N-m 3.9W 28C5096 158.65 
82869015 24V 7.2rpm 2N-m 3.9W 2805095 158.65 
82869013 24V 27rpm 2N-m 3.9W 2805093 158.65 
82869011 24V 108rpm 2N-m 3.9W 2805091 158.65 
PIM_5739728 
MANUAL MOTOR STARTERS 


Manual motor starters are electromechanical protection 
devices for the main circuit. They are used mainly to switch 
motors manually ON/OFF and protect them fuse less against 
short-circuit, overload and phase failures. Fuse less protection 
with a manual motor starter saves costs, space and ensures a 
quick reaction under short-circuit condition, by switching off the 
motor within milliseconds. Fuse less starter combinations are 
setup together with contactors. 


Power Current Price Each 
Mfg. Part No. Phases Rating Rating Stock No. 1-9+ 
MS132-1.6 Single, Three 0.75hp 1.6A 62Y7440 203.52 
MS132-2.5 Single, Three 1.5hp 2.5A 62Y7446 199.36 
MS132-4.0 Single, Three 3hp 4A 62Y7451 221.44 
MS132-6.3 Single, Three Shp 6.3A 627453 156.70 
MS132-10 Single, Three 7.5hp 10A 627442 179.60 
MS132-12 Single, Three 10hp 12A 62Y7443 179.02 
MS132-16 Single, Three 10hp 16A 627444 203.52 
MS132-25 Single, Three 20hp 25A 627449 219.63 
MS132-32 Single, Three 25hp 32A 62Y7450 293.10 
Price Each 
Mfg. Part No. Description Stock No.| 1-1-9+ _ 
HKF1-11 2 Pole Auxiliary Switch for Front Panel Installation 620644 = 
PS1-3-1-65 3-Phase Busbar for 3 MS116 / MS132 with 1 HK/SK,] 63Y4331 | 29.93 
le=65A 
S1-M3-25 3-Phase Power Infeed Block Flat, for MS116 / MS132,| 63Y5895 | 28.71 
25mm2, Type E 
HK1-11 Auxiliary Switch, Lateral Attachment at Right, 1 NO+1NC| 62Y¥0649 | 37.65 
CK1-11 CK1-11 Short-Circuit Signal Contact 2 NO 61Y0233 | 38.45 
1SAM101923R0002 | MS116 Coupling driver for Use with 6 mm OXS6, Types | 65Y7070 14.22 
up to 180 mm, MSMN 
BS1-3 Phase Bus Protection Cover, for ABB MS116 Manual} 609680 9.55 
Motor Starters 
> CONTINUED > 
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Price Each 
Mfg. Part No. Description Stock No.| — 1-1-9+ 
1SAM201920R1000 | Shaft Alignment Ring, MSH-AR, Supports Long Shafts for} 65Y7074 | 19.50 
Alignment to the Handle Inlet 
SK-111 Signalling Contact, Motor Protector, for ABB MS116 &| 75H9412 = 
MS132 Manual Motor Protectors 
MSHD-LTB Through Door Hardware, Selector Handle, Black,} 62¥7341 41.21 
Defeatable, Padloackable 
MSHD-LTY Through Door Hardware, Selector Handle, Red/Yellow, | 62Y7342 37.32 
Defeatable, Padlockable 
PIM_5542759 
PSR SOFTSTARTERS AR ED Ob 
Benefits: . PADD ae 


@ Small and compact starting solution 

© Can perform many starts per hour 

© Reduce energy loss at full speed with built-in bypass. 

Features: 

© Rated operational current: 3 to 105A 

© Operational voltage: 208-600 V AC 

© Control supply voltage: 24 V AC/DC or 100-240 
VAC 


The PSR softstarter range is a simple yet reliable starting 2 


solution that utilizes only the most basic of soft starting © 
features: soft start and stop. It performs well in applications 
requiring many starts per hour and is perfect for installations 
where you need to save space. 
Power Current Price Each 
Mfg. Part No. Rating Rating Stock No. 1+ 
100-240 VAC 
PSR9-600-70 4kw 9A 63Y4148 = 
PSR12-600-70 5.5kW 12A 634119 = 
PSR16-600-70 7.5kW 16A 63Y4123 om 
PSR25-600-70 15kW 25A 6374125 == 
24 VAC/DC 
PSR16-600-11 7.5kW 16A 63Y4122 = 
PSR25-600-11 15kW 25A 63Y4124 = 
24 VAC/IVDC 
PSR12-600-11 5.5kW 12A 634118 = 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
PSR16-MS116 | Connection Kit, for Softstarter Type PSR3, PSR16 with MS116 | 63Y4121 — 
or MS132 
PIM_5540163 
PSE SOFTSTARTER AA ED Ob 
Benefits: 
© Keep your motor safe with built-in motor protections PA nD OD 


© Fast and easy set-up with illuminated, language-neutral 
display 

@ Eliminate water hammering with torque control 

@ Reduce energy losses with built-in bypass 

Features: 

@ Rated operational current: 18 to 370A 

© Operational voltage: 208-600 V AC 

© Control supply voltage: 100-250 V AC. 

The PSE range is the perfect compromise between size and 

functionality. With torque control, it is the perfect option for smaller 

sized pump applications. 


Power Current Price Each 
Mfg. Part No. Phases Rating Rating Stock No. 1+ 
PSE25-600-70 Three 15kW 25A 63Y4062 = 
PSE30-600-70 Three 18.5kW 30A 63Y4065 = 
PSE45-600-70 Three 30kW 45A 63Y4071 = 
PSE72-600-70 Three 45kW 72A 63Y4076 = 
PIM_5540161 
STEPPER GEARMOTORS 


Arange of stepper gear motors with an ovoid gearbox 


> CONTINUED > 
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STEPPER GEARMOTORS (CONT.) EX09 SERIES XT IEC POWER CONTROL STARTERS (CONT.) 
Current Price Each Power Current Price Each 
Mfg. Part No. Rating Torque Inductance Res. Stock No. 1-9+ Mfg. Part No. Phases Rating Rating Stock No. 1-4+ 
82924028 - 0.5N-m is is 68R2018 114.71 START / STOP Pushbuttons, Red RUN Pilot Light, 0.16 to 0.24 FLA Ratings Overload Range 
82924031 280mA 0.58N-m 24mH 46ohm 01AC6359 122.74 ECX09C1ACA-R63/BL30 Single 0.5hp 9A 19AC2436 1234.54 
82924033 280mA 0.93N-m 24mH 46ohm 01AC6360 18.18 START / STOP Pushbuttons, Red RUN Pilot Light, 0.1 to 0.16 FLA Ratings Overload Range 
82924046 280mA 1.86N-m 24mH 46ohm 01AC6365 | 114.71 ECX09C1ACA-R63/AL30 Single 0.5hp 9A 19AC2435 1382.44 
82924048 280mA 2.8N-m 24mH 46ohm O1AC6366 | 126.43 START / STOP Pushbuttons, Red RUN Pilot Light, 0.24 to 0.4 FLA Ratings Overload Range 
82924059 280mA 6.65N-m 24mH 46ohm 01AC6369 114.71 ECX09C1ACA-R63/CL30 Single 0.5hp 9A 19AC2437 1234.54 
82924062 280mA 12.63N-m 24mH 46ohm 01AC6370 29.76 PIM_5733044 
82924020 590mA 0.5N-m oe 10.7ohm 96Y8907 13.39 a 
82924024 590mA 0.84N-m 24mH 10.7ohm 01AC6357 13.39 FREQUENCY DRIVES - DG1 SERIES A 
82924027 590mA | 1.39N-m 24mH 10.7ohm | 01AC6358 | 122.74 © Dual overtoad ratings - a [ e Ni 
82924036 590mA 1.67N-m 24mH 10.7ohm 01AC6361 13.39 @ Integrated common mode reduction 5% DC link choke Rois i 
7 with input surge protection Se ompliant 
82924039 590mA 2.79N-m 24mH 10.7ohm 01AC6362 13.39 EMI/RFI filters standard on all drives—meets EMC Available 
82929001 590mA | 3.49N-m 24mH 10.7ohm | 01AC6371 | 157.67 Category C2 
82924041 590mA 3.97N-m 24mH 10.7ohm | 01AC6363 13.39 © Real-time clock—supports calendaring and PLC 
functionali 
82924043 590mA 6.62N-m 24mH 10.7ohm 01AC6364 | 114.71 © Graphic LCD display and keypad—supports simple 
82924052 590mA 7.95N-m 24mH 10.7ohm | 01AC6367 29.76 menu navigation as well as on-screen diagnostics and 
82924055 590mA | _7.95N-m 24mH 10.7ohm | O1AC6368 | 29.76 troubleshooting 
@ LOCAL/REMOTE operation from keypad and two 
PIM_5739218 configurable soft keys a 
_ r -.’NC Oo a>&6<YLLIIGT © Seamless integration into EtherNet/IP networks via = 
EIP-Assist I/O tag-generation tool 
BDE PRO aN Cc RO U Z ET © Two expansion slots— intended to support additional I/O 
@ Four Quadrant Regenerative Operation WY or communication protocols 
@ DIP Switch Selectable Modes @ as necessary 
© DIP Switch Configurable Loop ® Quick disconnect terminals for I/O connections— supports fast easy installation 
Tuning ® Safe Torque Off (STO) builtin with functional safety SIL1 certification 
® Selectable Inhibit Logic 
© Adjustable Current Limits The DG1 general purpose drives are part of Eaton's next generation PowerXL Series of adjustable frequency 
° High Swi ching Frequency drives specifically engineered for today’s more demanding commercial and industrial applications. The power 
© Differential Input Command unit makes use of the most sophisticated semiconductor technology and a highly modular construction that can 
© Digital Fault Output Monitor be flexibly adapted to meet the customer’s needs. 
© On-Board Test Potentiometer The control module was designed to include today's standard communication protocols and I/O while still having 
© Offset Adjustment Potentiometer the modularity to add additional option cards. 
© Adjustable Input Gain Eaton's patented Active Energy Control is also a standard feature on DG1 drives, offering customers increased 
@ Selectable 120/60 Hall Commutation Phasing efficiency, safety and reliability. 
@ Encoder Velocity Mode — —__ | 
@ Velocity Monitor Output ; Output Power | Price Each 
© Current Monitor Output Analog drive optimized for Crouzet brush Mfg. Part No. Phases Voltage Rating Stock No. 1+ 
© Drive Status LED motors 208 VAC - 240 VAC 
Supply ‘Acinatire Price Each @ DG1-323D7FB-C21C hree 230VAC 550W 81Y2384 | 1203.33 
Mfg. Part No. Voltage Current Stock No. 1-4+ @ DG1-324D8FB-C21C Three 230VAC 750W 81Y2385 1324.75 
84855104 20V-80V 25A 03AC6363 = @ DG1-326D6FB-C21C Three 230VAC 11KW 81¥2386 =| 1462.27 
Priceleacn @ DG1-327D8FB-C21C hree 230VAC 1.5kW 81Y2387 | 1582.60 
Mfg. Part No. Description Stock No. 1-1-4+ @ DG1-32011FB-C21C hree 230VAC 2.2kW 812372 4715.78 
89810908 DC Motor, 24 V, 15 W, 2920 rpm 03AC6365 58.90 @ DG1-32012FB-C21C Three 230VAC 3kW 81Y2373 1830.79 
89800908 DC Motor, 24 V, 24 W, 3100 rpm 03AC6364 530.00 @ DG1-32017FB-C21C Three 230VAC 3.7kW 81Y2374 2124.08 
89850908 DC Motor, 24 V, 35 W, 3000 rpm 03AC6367 570.18 @ DG1-32025FB-C21C hree 230VAC 5.5kW 81Y2375 2388.37 
89830912 DC Motor, 24 V, 57 W, 3000 rpm 03AC6366 602.56 @ DG1-32031FB-C21C hree 230VAC 7.5kW 81Y2376 2751.52 
89890911 DC Motor, 24 V 104 W, 3430 rpm 03AC6368 641.62 @ DG1-32048FB-C21C Three 230VAC 11kW 81Y2377 3424.11 
PIM_5724226 @ DG1-32061FN-C21C Three 230VAC 15kW 81Y2378 4892.53 
@ DG1-32075FN-C21C hree 230VAC 18.5kW 812379 7001.22 
EX09 SERIES XT IEC POWER CONTROL STARTERS E Teh @ DG1-32088FN-C21C Three 230VAC 22kW 81Y2380 7519.79 
© Rugged IP65 polycarbonate enclosure equivalent to NEMA 1, 12, 13, 3R and 4X a @ DG1-32114FN-C21C Three 230VAC 30kW 812381 8970.81 


environmental protection ; ; ; @ DG1-32143FN-C21C hree 230VAC 37kW 81Y2382 10443.84 
© Class 10 motor protection is provided by adjustable @ DG1-32170FN-C21C hree 230VAC 45kW 81Y2383 11947.29 
bimetal overload relays - 
@ All starters use electrical operators to energize and 380 VAC - 500 VAC 
de-energize the starter, providing longer component @ DG1-342D2FB-C21C Three 400VAC 750W 81¥2400 1658.75 
<< ae - ss for sere nit @ DG1-343D3FB-C21C hree 400VAC 1.AKW 81Y2401 1718.64 
non-metallic 4X starters are the latest addition to our @ DG1-344D3FB-C21C hree 400VAC 4.5kW 81Y2402 1814.08 


broad line of pre-engineered solutions that make it easy to 


get an enclosed starter fast! @ DG1-345D6FB-C21C Three 400VAC 2.2kW 81Y2403 1900.35 
These sturdy, uncomplicated staters are economical, but @ DG1-34012FB-C21C Three A00VAC 3kW 81Y2388 2693.59 
built to last. Components are all housed in a dust-tight, 
rain-tight, oil-tight, water-tight and corrosion resistant @ DG1-347D6FB-C21C hree 400VAC 3kW 812404 2313.66 
polycarbonate insulated enclosure DG1-349D0FB-C21C hree 400VAC 4kw 81Y2405 2561.92 
Power Current [Price Each @ DG1-34016FB-C21C Three 400VAC 7.5kW 81Y2389 2890.04 
Mfg. Part No. Phases Rating Rating Stock No. 1-4+ @ DG1-34031FB-C21C Three 400VAC 7.5kW 81Y2391 4645.19 
HAND / OFF / AUTO Pushbuttons, Red RUN Pilot Light, 0.16 to 0.24 FLA Ratings Overload @ DG1-34023FB-C21C hree 400VAC 11kW 81Y2390 3413.74 
Range @ DG1-34061FN-C21C Three 400VAC 15kW 812394 8086.50 
ECXO9C1AJA-R63/BL30 Single O.5hp 9A teacz4s9 | 1183.04 © DG1-34038FB-C21C Three AO0VAC TekW etv2392 | 5202.96 
etl OFF / AUTO Pushbuttons, Red RUN Pilot Light, 0.1 to 0.16 FLA Ratings Overload @ DG1-34046FB-C21C Three AO0VAC DKW 8172393 6070.25 
ECX09C1AJA-RO3/AL30 Single 0.5hp OA 79AC2438 = @ DG1-34072FN-C21C hree 400VAC 37kW 81Y2395 8796.10 
HAND / OFF / AUTO Pushbuttons, Red RUN Pilot Light, 0.24 to 04 FLA Ratings Overload @ DG1-34087FN-C21C i ee 81Y2396__| 10298.94 
Range @ DG1-34170FN-C21C Three 400VAC 45kW 81¥2399 17501.36 
ECX09C1AJA-R63/CL30 Single 0.5hp 9A 19AC2440 1183.04 @ DG1-34105FN-C21C Three 400VAC 55kW 81Y2397 12334.83 
No Cover Mounted Pilot Devices, 0.16 to 0.24 FLA Ratings Overload Range @ DG1-34140FN-C21C Three 400VAC 75kW 81Y2398 | 15822.15 
ECX09C1AAA-R63/BL30 Single 0.5hp 9A 19AC2433 905.20 
No Cover Mounted Pilot Devices, 0.24 to 0.4 FLA Ratings Overload Range 
ECX09C1AAA-R63/CL30 Single 0.5hp 9A 19AC2434 905.20 
> CONTINUED > > CONTINUED > 
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FREQUENCY DRIVES - DG1 SERIES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


FREQUENCY DRIVES - DC1 SERIES (CONT.) 


Price Each @ DC1-34024NB-A20N Three 400V 11kW 81Y2366 1713.16 
Mfg. Part No. Description Stock No.| 1-1-4+ PIM 5532903 
DXG-SPR-CTRLKIT Control Module Kit, With Keypad 81Y2425 | 418.28 
DXG-ACC-4FR1N12KIT Conversion Kit, Frame 1, Type 12 / IP54 81Y2413 78.00 
DXG-ACC-FR2N12KIT Conversion Kit, Frame 2, Type 12/1P54 ety2408 | 81.40 cea dette DA‘ SERIES E Te Ni 
DXG-ACC-FR3N12KIT Conversion Kit, Frame 3, Type 12/1P54 81Y2409 = @ Rugged and reliable—200% for 4s _ 
DXG-SPR-FR2FAN Fan Kit, Frame 1 81Y2427 | 67.80 © Side-by-side installation = ; Gop tinsian 
DXG-SPRFRIFAN Fan Kit, Frame 2 B1Y2426 TG e en efficiency delivers energy savings to the 
DXG-SPR-FR3FAN Fan Kit, Frame 3 81Y2428 67.80 @ Integrated EMC filters make the unit suitable for commercial 
DXG-SPR-FR4FAN Fan Kit, Frame 4 81¥2429 | 63.95 and industrial networks ; 
DXG-SPR-FRSFAN Fan Kit, Frame 5 812430 | 129.44 ; Tee in frames 2 and higher 
DXG-ACC-FR1N12FK Flange Kit, Frame 1, Type 12 / IP54 81Y2406 58.74 @ RS-485/Modbus® and CANopen™ as standard 
DXG-ACC-FR2N12FK Flange Kit, Frame 2, Type 12 / P54 81Y2407 75.54 DA‘ is the perfect match for demanding OEM applications. High- 
DAGACCERINTEEK: Flange us phate &:lype:12V IPSs Bivza ile pel usb cag fieldbus protocols including SmartWire- 
DXG-ACC-FRSN12FK Flange Kit, Frame 5, Type 12 / |P54 812411 | 111.58 DT, sensorless vector control and the possibility to operate permanent magnet motors are sure to leave a 
DXG-KEY-LCD Keypad, Standard 812422 | 202.16 lasting impression. 
DXG-KEY-N12PLUG Keypad Hole Plug, Type 12 / P54 81Y2423 9.65 Output Power Price Each 
DXG-KEY-HOLDER Mounting Holder for Remote Keypad 81Y2421 67.12 Mfg. Part No. Phases Voltage Rating Stock No. 1+ 
DXG-EXT-1Al2AO Option Card, 1 Analog Input, 2x Analog Outputs 81Y2417 | 204.72 200 VAC - 240 VAC 
DXG-EXT-3DI3D01T | Option Card, 3 Digital Inputs, 3 Digital Outputs, 1x) 81¥2418 | 161.11 @ DA1-324D3FB-A20C Three 230V 750W 81Y2336 1417.42 
Themmistor @ DA1-327D0FB-A20C Three 230V 1.5kW 81v2337 | 1469.88 
DXG-EXT-THER1 Option Card, 3x PT100 RTD Thermistor Input__| 81Y2416 | 178.69 @ DA1-32011FB-A20C Three 230V 2.2kW 812333 | 1843.49 
DXG-EXT-3RO Option Card, 3x Relay Dry Contact 81Y2419 | _ 115.80 @ DA1-32018FB-A20C Three 230V 4kW 812334 | 2567.34 
DXG-EXT-6DI Option Card, 6x Digital Inputs 81¥2420 | 119.16 @ DA1-32024FB-A20C Three 230V 5.5kW 81Y2335 3166.55 
DXG-ACC-RTBATT Real Time Clock Battery 81Y2412 33.86 380 VAC - 480 VAC 
DXG-CBL-1M0 Remole Keypad Cable, im GN || ea) @ DA1-342D2FB-A20C Three 400V 750W 81Y2341_| 1291.23 
DXG-CBL-SMO Remote Keypad Cable, 3m BtY2415 | 22.15 @ DA1-344D1FB-A20C Three 400V 7.5KW 812342 | 1408.39 
DXG-KEY-RMTKIT Remote Keypad Kit B1Y2424 | 142.29 © DA1-345D8FB-A20C Three 400V 2.2kW 81y2343 | 1460.41 
PIM_5532910 @ DA1-349D5FB-A20C Three 400V 4kW 81Y2344 liZereOm 
@ DA1-34014FB-A20C Three 400V 5.5kW 8172338 | 3168.94 
FREQUENCY DRIVES - DC1 SERIES E Te @ DA1-34018FB-A20C Three 400V 7.5kW 812339 3571.87 
© Compact, space-saving design ry @ DA1-34024FB-A20C Three 400V 11kW 81Y2340 3828.99 


© Rugged and reliable—200% for 4s 

© Side-by-side installation = 

@ Industry-leading efficiency delivers energy savings to the 

customer j 

@ Integrated EMC filters make the unit suitable for commer- i 
io 


. 
. 
. 
5, 


RoHS — 
Compliant 
Available 


> 
THU 


cial and industrial networks 

@ Brake chopper as standard in frames 2 and higher 
@ Temperature-controlled fan 

@ RS-485/Modbus® and CANopen™ as standard 


The DC1 is compact with only 14 basic parameters, SmartWire- 
DT connectivity, and outstanding ease of mounting and 
installation. The DC‘ is perfect for quick commissioning and 
is ideal for panel builders. This drive supports single-phase motor applications, and detachable terminal blocks 
make control wiring much easier. 


| Output Power Price Each 
Mfg. Part No. Phases Voltage Rating Stock No. i+ 
115 VAC - 115 VAC, Single Phase Mains Connection 
@ DC1-S17D0NN-A20N Single 115V 370W 81Y2346 632.81 
@ DC1-1D2D3NN-A20N hree 230V 370W 81Y2350 = 
@ DC1-1D4D3NN-A20N hree 230V 750W 81Y2351 ae 
115 VAC - 115 VAC, Single Phase Mains Connection, Brake Chopper 
@ DC1-S1011NB-A20N Single 115V 550W 81Y2345 879.24 
@ DC1-1D5D8NB-A20N hree 230V 1.1kW 81Y2352 487.29 
240 VAC - 240 VAC, Single Phase Mains Connection 
@ DC1-S27D0NN-A20N Single 230V 750W 81Y2349 803.96 
@ DC1-122D3NN-A20N hree 230V 370W 81Y2354 — 
@ DC1-124D3NN-A20N Three 230V 750W 81Y2355 395.20 
@ DC1-127D0NN-A20N hree 230V 1.5kW 81Y2357 as 
240 VAC - 240 VAC, Single Phase Mains Connection, Brake Chopper 
@ DC1-S2011NB-A20N Single 230V 1.1kW 81Y2347 a 
@ DC1-127D0NB-A20N hree 230V 1.5kW 81Y2356 as 
@ DC1-12011NB-A20N Three 230V 2.2kW 81Y2353 624.30 
240 VAC - 240 VAC, Three Phase Mains Connection 
@ DC1-322D3NN-A20N hree 230V 370W 81Y2360 382.39 
@ DC1-324D3NN-A20N Three 230V 750W 81Y2361 495.52 
@ DC1-327D0NN-A20N Three 230V 1.5kW 81Y2363 ae 
240 VAC - 240 VAC, Three Phase Mains Connection, Brake Chopper 
@ DC1-327D0NB-A20N hree 230V 1.5kW 81Y2362 ea 
@ DC1-32011NB-A20N Three 230V 2.2kW 81Y2358 es 
480 VAC - 480 VAC, Three Phase Mains Connection 
@ DC1-342D2NN-A20N hree 400V 750W 81Y2367 ma 
480 VAC - 480 VAC, Three Phase Mains Connection, Brake Chopper 
@ DC1-344D1NB-A20N hree 400V 1.5kW 81Y2368 582.03 
@ DC1-345D8NB-A20N Three 400V 2.2kW 81Y2370 aay 
@ DC1-349D5NB-A20N Three 400V 4kW 81Y2371 875.10 
@ DC1-34014NB-A20N hree 400V 5.5kW 81Y2364 = 
> CONTINUED > 
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DS7 SERIES SOFT START CONTROLLERS 


E: e 
RoHS 
Gee tinoian 
Available 
OG 


4Amps to 12Amps 


stop of the load is not acceptable 

@ 24 Vac/Vde and 120//230 Vac control voltage 
enhances personnel and equipment safety 

® Auxiliary relays (TOR and RUN) indicate status of 
the controllers 

Certifications 

© IEC 60947-4-2 

@ EN 60947-4-2 

© C-Tick 


16Amps to 32Amps 


Features and Benefits 

@ Bypass mode reduces internal heating created by 
the power dissipation across the SCRs 

© LED displays device status and provides fault 
indication 

© Variable ramp times and voltage control (torque 
control) settings provide unlimited starting configu- 
rations, allowing for maximum application flexibility 

© Soft stop control suits applications where an abrupt 


Eaton's DS7 line of reduced voltage solid-state soft start controllers is very compact, multi-functional, easy to 
install, and easy to commission. Designed to control the acceleration and deceleration of three-phase motors, 
the device is available for current ranges from 4-324 in four frame sizes. 
Power Current Price Each 
Mfg. Part No. Phases Rating Rating Stock No. 1+ 

110-230 VAC Control 

@ DS7-342SX004N0-N Three 2hp 4A 43W4746 663.93 
@ DS7-342SX007NO-N Three 3hp 7A 43W4747 703.25 
@ DS7-342SX009N0-N Three Shp 9A 43W4748 736.74 
@ DS7-342SX012N0-N Three 10hp 12A 43W4749 774.59 
@ DS7-342SX016N0-N Three 10hp 16A 43W4750 598.91 
@ DS7-342SX024N0-N Three 15hp 24A 43W4751 704.76 
@ DS7-342SX032N0-N Three 25hp 32A 43W4752 714.16 
24V ACIDC Control 

@ DS7-340SX004N0-N Three 2hp 4A 43W4739 573.68 
@ DS7-340SX007NO-N Three 3hp 7A 43W4740 647.90 
@ DS7-340SX009N0-N Three Shp 9A 43W4741 489.91 
@ DS7-340SX012N0-N Three 10hp 12A 43W4742 682.85 
@ DS7-340SX016N0-N Three 10hp 16A 43W4743 561.55 
@ DS7-340SX024N0-N Three 15hp 24A 43W4744 835.73 
@ DS7-340SX032N0-N Three 25hp 32A 43W4745 663.82 


PIM_208036 
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MICROSTEPPING DRIVERS E LINENGINEERING 


Step Motor Specialists 


= RoHS 
van 1 Compliant 
Available 


R208-RO Dimensions 


R208-RO 
R356-RO 


R208-RO features automatic current reduction. Provides up to 2A peak of phase current to any bipolar step 
motor. Microstepping resolution from 200, 400, 800, 1600 steps per revolution. Utilizes a 12-24VDC power 
supply to produce constant sinusoidal current waveforms. 
R325 is rated the smoothest microstepping driver in the industry due to its ability to hold position over the zero- 


crossing point regardless of which motor is being used. Output currents from 0.3 to 3A peak. Input voltage: 
12-48VDC. Step resolutions from 200, 400, 800, 1600, 3200, 6400, 12800, 25600, and 51200. Able to change 
microstepping currents and run and hold currents via DIP switches or RS-485 communication. Contains three 
optically isolated inputs and one optically isolated control input that can be used for step, direction, disable/ 
enable, and fault detection. 
Supply Output | Output | Power Price Each 
Mfg. Part No. | Phases Voltage Voltage | Current | Rating | Stock No. ‘ke 
@ R208-RO Two 12VDC-24VDC | 24VDC 2A 48W | 16M4189 94.45 
@ R356-RO Two 12VDC-40VDC | 40VDC 3A 120W | 39P9296 — 
@ R1025-RO Two 12VDC-80VDC | 80VDC 10A 800W | 05X8419 = 
Price Each 
Mfg. Part No. Description Stock No. ‘ke 
@ USB485 USB485 USB to RS-485 Converter card 78M6647 240.00 
PIM_84922 


NEMA SIZE 11 HIGH TORQUE STEP MOTOR 
Step Motor Specialists 


RoHS 
Compliant 
Available 


E LINENGINEERING 


Dimensions 


@ 1.8° step resolution 
@ 1.1” square 
@ Up to 9.2 oz-in 


Torque curves for individual motors available online. 


@ Applications include medical, communications and 
semiconductor industries 


Current Price Each 
Mfg. Part No. Rating Torque Inductance Res. Stock No. 1+ 
@ 211-13-01RO 670mA 9.2in-oz 3.4mH 5.6ohm 16M4193 = 
PIM_84919 


NEMA SIZE 8 MINIATURE STEP MOTOR E LINENGINEERING 


Step Motor Specialists 


“Tae RoHS _ 
in Compliant 
s Available 


Dimensions 


@ 1.8° step resolution 
© 0.79" square 
@ Up to 2.5 oz-in holding torque 


Torque curves for individual motors available online. 


@ Applications include medical, communications, 
semiconductor and robotics 


Current Price Each 
Mfg. Part No. Rating Torque Inductance Res. StockNo. | 1+ 
@ 208-13-01RO 600mA 3in-oz 1.7mH 6.50hm 16M4192 = 
PIM_84916 


NEMA SIZE 17 HIGH TORQUE STEP MOTORS E LINENGINEERING 


Step Motor Specialists 


4118 Series 


4209 Series 


> CONTINUED > 
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INDUSTRIAL COMPUTING & PROCESS CONTROL 


MOTORS — STEP 


DIMENSION A: 
42098=1.30" 
4209M=1.50" 
4209L=1.85" 


cat.86 max 942002 a 
jJ— 122409 —| | 


Teja oy 
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cat5 Max ase: 002—f a DIMENSION 
(ax). atom ase 
an0M—155" 
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came TI) | 
00s \ 
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Salis gE | 
\ ns 19900 L, 
0.08 002 wt 


couse 3099 


4209 Series Dimensions 4118 Series Dimensions iu 

© 0.9° or 1.8° step resolution available ) Applica ions include automat ion, Gepsinpian 
© 1.66" square packaging equipment, medical ‘Available 
© Up to 44.4 oz-in holding torque (4209 series); (83 equipment and surveillance 

oz-in for 4118 series) cameras 
Torque curves for individual motors available online. 
Current Price Each 
Mfg. Part No. Rating Torque Inductance Res. Stock No. 1+ 

@ 4118S-02RO 1.3A 42.7in-oz 3.6mH 2.80hm 16M4198 = 

@ 4209S-04RO 1.5A 29.3in-oz 2.36UH 1.450hm 16M4201 = 

@ 4118M-01RO 1.7A 63in-oz 3mH 1.50hm 16M4197 63.95 

@ 4118L-01RO 2A 86.3in-oz 2.7mH 1.4ohm 16M4196 = 
PIM_84818 


MINAS AB5 SERIES SERVO MOTOR DRIVERS 

@ Uses Minas A5 motors with power range 50W - 15000W 

Real-Time Communication 

Manual and Automatic Tuning and Damping Filters 

Useful Across Various Applications 

Fast Communication Between Host and Motion Card for 

Higher System Performance 

@ Flexibility in Systems Demanding Strict Synchronization of 
Multiple Axis Motion Trajectories 

@ Industry Leading Noise and Vibration Control 

The Minas A5B Series servo motor driver works with high- 

performance motion control technology from controllers such as 

Trio, Delta Tau, Beckhoff, Lenze, Soft Servo and more. The Minas 

ASB Series has passed the official EtherCAT Conformance Test, 

and is the latest addition to Panasonic's EtherCAT solutions platform. The Minas A5B Series offers unique 


Panasonic 


features such as safety functions, a fast frequency response of 2.4kHz, a minimum cycle time of 250 us, and 
real-time communication which contribute to high reliability and higher overall system performance. Support for 
position (pp, csp, ip, hm), velocity (pv, csv), and torque control (tq, cst), allows for flexibility in 

systems demanding strict synchronization of multiple-axis motion trajectories. The Minas A5B Series is also 
equipped with four auto-setting notch filters and four damping filters. These filters detect noise and vibration 
due to the load inertia and other natural vibration frequency components. This makes the Minas ASB Series an 
industry leader in noise and vibration control. 

Power Current Price Each 
Mfg. Part No. Phases Rating Rating Stock No. 1+ 

Rotary Motor 

@ MDDHT3530BA1 Single, Three 1.5kW 30A 85X1111 1088.42 
@ MEDHT7364BA1 Three 2kW 64A 85X1124 = 

@ MFDHTA390BA1 Three 3kW 90A 85X1131 = 

@ MFDHTB3A2BA1 Three 5kW 120A 85X1138 = 

Rotary Motor + Safety Circuit I/F 

@ MDDHT5540B01 Single, Three 1.5kW 40A 85X1117 — 

@ MFDHTA390B01 Three 3kW 90A 85X1132 ae 

@ MFDHTB3A2B01 Three SkW 120A 85X1139 = 

@ MHDHTC3B4B01 Three 7.5kW 240A 85X1206 = 

@ MGDHTC3B4B01 Three 7.5kW 240A 85X1200 = 
PIM_5465857 


X-MIND B SERIES STEPPING MOTOR 
DRIVES 
Features 
© Operation at 400, 800, 1600, 3200 and 500, 1000, 2000, 4000 
steps/revolution 
© Operation directly from the main AC supply (extended range 
from 110 to 230 V) 
© Motor phase current setting by means of a DIP-Switch. Up 
to eight possible equidistant values, between Inf min. and 
Inf max. 
© Optically insulated imputs compatible with differential control 
@ Automatic current reduction at motor standstill 
© Possibility to switch off motor current with an external logic 
signal 
@ Protection against a short circuit at motor outputs 
@ Protection against under-voltage and over-voltage 
® Overheating protection 
e 
e 


SANYO DENKI 
Sere 


High efficiency CHOPPER with MOSFET final stage output 
Electronic resonance damping circuit to ensure acoustic noise and mechanical vibrations 
reduction at low and medium speed 


Supply Output | Output Price Each 
Mfg. Part No. Phases Voltage Voltage | Current | Stock No. 1-9+ 
@ X-MIND-B6 Two 110 VAC - 230 VAC 230V 6A 2071458 eae 
PIM_192333 
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INDUSTRIAL COMPUTING & PROCESS CONTROL 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


MOTORS — STEP 


103H8922 SERIES 106MM CIR. (4.17INCH Price Each 
CIR) 2-PHASE STEPPER MOTORS SANYO DEN KI Mfg. Part No. Description Stock No.| _1-1-9+ 
: if i seprescasion « Gee tino @ vw3a9920 Adapter, 90° Mounting of Control Module 5275729 75.62 
: ence iene SiG Available @ Vw3ag921 Bracket, Mounting of GV2 and ATV320 5275730 7.72 
C € @ VW3A3628 Communication Module, CANopen, Open Style 5275727 192.37 
. @ VW3A3618 Communication Module, CANopen, SUB-D9 06AC3147|} 198.03 
A \Y us @ VW3A3609 Communication Module, DeviceNet 5275726 267.57 
@ VW3A3619 Communication Module, Ethernet POWERLINK 06AC3148| 518.73 
- @ VW3A3627 Communication Module, ProfiNet 06AC3150| 433.89 
Mfg. Part No. a Torque Inductance Res. Stock No. <a sees ———— ee pane at 
PURIST = 13.2Nm 54mH D45ohm 2071472 = @ VW3A95819 Conformity Kit, ATV320D11N4B, D15N4B 06AC3159 75.62 
@103100073-5011 GA 79N-m @mH O.G3ohm 2011473 = @ VW3A95811 Conformity Kit, ATV320U02M2C...U07M2C. 06AC3151 75.62 
@ VW3A95812 Conformity Kit, ATV320U11M2C...U22M2C, | 064C3152 79.12 
PIM_192329 ATV320U04N4C...U15N4C 
VW3A95813 Conformity Kit, ATV320U11M3C...U22M3C. 06AC3153 75.62 
bj @ VW3A95814 Conformity Kit, ATV320U22N4C...U40N4C 06AC3154 74.12 
ec ais Schneider VW3A95815 Conformity Kit, ATV320U30M3C...U40M3C 06AC3155 75.62 
© Packing and aid machines & Electric VW3A95816 Conformity Kit, ATV320U55M3C...U75M3C 06AC3156 74.12 
° Textil les @ VW3A95817 Conformity Kit, ATV320U55N4B, U75N4B 06AC3157 WoG2 
: Abe ee sess @ GV2AF4 Connection Block 7907933 3.61 
© Material working @ VW3M2207 Connection Kit, Works With VW3M7102R150 Cable 06AC3160} 198.60 
The Altivar Machine ATV320 drive is a variable speed drive for @ VW3M7101R01 Cordset, 0.1 m 06AC3161| 118.39 
1015 KW, The Alvar Machin ATVG20 dive Is robs, simple © WISCANCARROS oe en am a 
to commission, and easy to integrate into different machine @ VWSCANCARR1 Cordset, CANopen, 1 m CS ailhO 
layouts and cabinets. It can also be integrated into commonly @ VW3A1111 Graphic Display Terminal, 8 Lines, 240 x 160 Pixels 06AC3144| 388.25 
used laa a meee speed drives Ren @ VW3CANTAP2 Junction Box, CANopen, IP20 20K4462 | 329.17 
simple “industria nadine Furthermore, Ativar Machine @ TCSCARO13M120 Line Terminator, CANopen, R45 elses ue 
ATV320 embeds many practical functions so that advanced application requirements can be covered. Altivar @ VW3A3600 Option Module Adapter, Altivar Series Variable Speed | 06A4C3146 57.76 
Machine ATV320 is designed to improve machine performance and increase machine availability while reducing Drives 
the total machine cost. @ VW3A1104R100 | Remote Mounting Cordset, Driver to Graphic Terminal, 10 m} 72K1215 66.06 
Output Power Price Each @ VW3A1104R10 | Remote Mounting Cordset, Driver to Graphic Terminal, 1m | 72K1214 64.24 
Mfg. Part No. Phases Voltage Rating Stock No. 1-2+ @ VW3A1104R50 ‘| Remote Mounting Cordset, Driver to Graphic Terminal, 5m | 72K1217 62.66 
200 VAC - 240 VAC, Book Control Block @ VW3A1112 Remote Mounting Kit, IP65 06AC3145| 199.04 
ATV320U02M2B Single 240VAC 180W O1AC4605 488.97 @ VW3A1105 RJ45 Adapter, Female / Female 72K1218 | 90.18 
ATV320U07M2B Single 240VAC 750W 01AC4612 700.71 @ VW3M7102R150 Shielded Cable, Shielded, 15 m 06AC3162} 935.89 
200 VAC - 240 VAC, Compact Control Block @ VW3A3620 Speed Monitoring Module, RS422, 5 V 06AC3149|} 1489.15 
@ ATV320U02M2C Single 240VAC 180W 01AC4606 506.15 PIM. 5685626 
@ ATV320U04M2C Single 240VAC 370W 01AC4607 456.63 
@ ATV320U06M2C Single 240VAC 550W 01AC4610 3.5; 
TE ide aNAG sow TT oAGaeIg TT ~SCSsCALTIVAR®@ PROCESS VARIABLE SPEED DRIVES Schneider 
- @ Embedded power measurement and energy dashboard 4 
@ ATV320U11M2C Single 240VAC 1.AkW 01AC4616 716.48 @ Embedded process monitoring and control & Electric 
@ ATV320U15M2C Single 240VAC 41.5kW 01AC4619 736.75 @ Low Harmonics (THDi < 48% at 80% load or THDi < 5% with RoHS | 
@ ATV320U22M2C Single 240VAC 2.2kW UU ACaG22 = e Eee aio: Aan to reduce energy consumption in standby eo 
ATV320U02M3C hree 240VAC 180W 06AC3133 373.15 mode @) 
ATV320U04M3C hree 240VAC 370W 06AC3134 415.08 © Asset monitoring and protection C €E 
ATV320U06M3C hree 240VAC 550W 06AC3135 442.56 acre es (Dynamic GR-Code) 
ATV320U07M3C. hree 240VAC 750W 06AC3136 470.05 © Seamless integration with embedded Ethernet 
ATV320U11M3C hree 240VAC 1.1kW 06AC3137 525.01 ATV600 is a range of ready-to-order drives and custom engineered 
ATV320U15M3C hree 240VAC 1.5kW 06AC3138 608.88 drives focused on fluids management processing and energy saving 
ATV320U22M3C. hree 240VAC 2.2kW 06AC3139 691.33 Bite P Price Each 
he dss = a DEACSIED Gos Mfg. Part No. Phases Voltage Rating Stock No. 1-2+ 
ATV320U40M3C. hree 240VAC 4kW 06AC3141 1205.64 200 VAC - 240 VAC 
@ ATV320US5M3C hres eevae SSKW | O6AC3I42 | 1181.16 “@ aTVve30U07M3 Three 240VAC 750W 97v8326 | 1517.59 
© ATV320U75M3C nee ee TSKW | _O6AC3143 | 2130.05 “@ aTve30Ui5M3 Three 240VAC 15KW 97v8328 | 1558.50 
@ ATV320D11M3C hree 240VAC TI GAGS 13105 Macon @ ATV630U22M3 Three 240VAC 2aKW 9778330 1669.66 
@ ATV320D15M3C ne 2HOVAG ISK O6AC3132_| 2271.73 @ ATVe30U30M3 Three 240VAC 3kW 9778332 | 1768.89 
380 VAC - 500 VAC, Book Control Block @ ATV630U40M3 Three 240VAC AkW 97Y8334 1947.84 
ATV320U04N4B hree SO0VAC a O1Aca608 | 692.72 @ ATV630U55M3 Three 240VAC 5.5KW 9778336 | 2308.31 
ATV320U07N4B hree SOOVAC 70 OIACAEIS = @ ATV630U75M3 Three 240VAC 75KW 9778338 | 2812.03 
ATV320U11N4B hree SO0VAC ‘RW O1ACS6 7 BSC AEIS| @ ATV630D11M3 hree 240VAC 7AKW 9778307 3388.96 
ATV320U15N4B hree 500VAC 1.5kW 01AC4620 1075.54 @ ATV630D15M3 hree DA0VAC 15kW 97Y8309 4026.99 
ATV320U22N4B hree SO0VAC 2.2kW O1AC4623 ES izes @ ATV630D18M3 hree 240VAC 78. 5KW 97Y8311 4862.30 
ATV320U40N4B hree S00VAC ARW O1AC4626 | 1532.90 © ATV630022M3 hree 240VAC 22kW 97v8313 | 5972.59 
ATV320U55N4B hree S00VAC 5.5kW 01AC4628 | 1621.67 eA Vena nree TAQVAC 30KW 978315 7364.08 
ATV320U75N4B hree SO0VAC LON O1AC4629 | 2212.06 @ ATV6300373 hree 240VAC 3TkW 97v8317 | 8487.57 
ATV320D11N4B hree 500VAC THKW 01AC4603 | 2698.32 eATVaODAcNS nie DA0VAC 45KW 978319 9972.79 
ATV320D15N4B hree 500VAC TSW 01Ac4604 | 2740.65 eATVex0055Na Age TAQVAC BBKW 97v8321_ | 11859.36 
380 VAC - 500 VAC, Compact Control Block @ ATV630D75M3 hree 240VAC 75KW 9778323 | 14168.39 
@ ATV320U04N4C. hree 500VAC 370W 01AC4609 748.17 380 VAC - 480 VAC 
@ ATV320U06N4C hree 500VAC SSOW Ode 777.24 @ ATV630U07N4 Three 480VAC 750W 9778327 1624.19 
@ ATV320U07N4C hree S00VAC J50W OIACA61 Sa e054 @ ATV630U15NA Three 480VAC T5KW 97¥8329 | 1668.47 
@ ATV320U1IN4C hree 500VAC 4.1K O1ACA61 SIN | MRCOT#E8 @ ATV630U22NA Three 480VAC 2.2kW 9778331 1824.25 
@ ATV320U15N4C hree 500VAC 1 5KW 01AC4621 894.24 aren Face TN _ aTvaaas ACRE 
@ ATV320U22N4C hree pOOvAG Sy UIACH AS se @ ATVE30U40N4 Three 480VAC aKW 9778335 | 2609.30 
@ ATV320U30N4C hree SOOVAC 3kW GSES = @ ATV630U55N4 Three 480VAC 5.5KW 97ve337 | 2424.32 
@ ATV320U40N4C hree 500VAC 4kW 01AC4627 | 1445.20 me ATVexUUTEN Three TBOVAC 75k 9778339 3543.09 
> CONTINUED > > CONTINUED > 
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ALTIVAR® PROCESS VARIABLE SPEED DRIVES (CONT.) 


INDUSTRIAL COMPUTING & PROCESS CONTROL 


MOTORS — STEP 


ALTIVAR 212 VARIABLE SPEED DRIVES (CONT.) 


Output Power | Price Each Power Price Each 
Mfg. Part No. Phases Voltage Rating Stock No. 1-2+ Mfg. Part No. Phases Rating Stock No. 1+ 
380 VAC - 480 VAC 208 VAC - 240 VAC, Enclosure Type - IP 20 Open Style Product 
@ ATV630D11N4 Three 480VAC 11kW 97Y8308 3445.46 @ ATV212HD15M3X hree 15kW 5273429 3322.82 
@ ATV630D15N4 Three 480VAC 15kW 97Y8310 3966.95 @ ATV212HD18M3X hree 18.5kW 5273431 4259.83 
@ ATV630D18N4 Three 480VAC 18.5kW 97Y8312 5533.84 @ ATV212HD22M3X hree 22kW 5273433 5347.30 
@ ATV630D22N4 Three 480VAC 22kW 97Y8314 6309.96 @ ATV212HD30M3X hree 30kW 5273435 7387.50 
@ ATV630D30N4 Three 480VAC 30kW 97Y8316 7340.43 380 VAC - 480 VAC, Enclosure Type - 12/IP54 
@ ATV630D37N4 Three 480VAC 37kW 97Y8318 9918.88 @ ATV212WO075N4 hree 0.75W 5273469 1177.91 
@ ATV630D45N4 Three 480VAC 45kW 978320 10990.36 @ ATV212WU15N4 hree 1.5kW 5273463 4324.92 
@ ATV630D55N4 Three 480VAC 55kW 97Y8322 12327.82 @ ATV212WU22N4 hree 2.2kW 5273464 1426.09 
@ ATV630D75N4 Three 480VAC 75kW 97Y8324 13859.23 @ ATV212WU30N4 hree 3kW 5273465 1479.92 
@ ATV630D90N4 Three 480VAC 90kW 97Y8325 16533.63 @ ATV212WU40N4 hree 4kW 5273466 1531.81 
@ ATV630C11N4 Three 480VAC 110kW 97Y8304 15583.98 @ ATV212WU55N4 hree 5.5kW 5273467 1977.08 
@ ATV630C13N4 Three 480VAC 132kW 97Y8305 18510.24 @ ATV212WD11N4 hree 11kW 5273455 2601.74 
@ ATV630C16N4 Three 480VAC 160kW 97Y8306 —_| 20855.88 @ ATV212WD15N4 hree 15kW 5614857 2980.57 
PIM_5684360 @ ATV212WD18N4 hree 18.5kW 5273456 3965.20 
@ ATV212WD22N4 hree 22kW 5273457 5342.90 
@ ATV212WD30N4 hree 30kW 5273458 5725.31 
SaceerECecnworone 3Q) SANYO D E N K I 380 VAC - 480 VAC, Enclosure Type - IP 20 Open Style Product 
© 1.8° step resolution RoHS @ ATV212HO75N4 hree 750W 5273454 999.32 
© Bipolar winding Gepiinyen @ ATV212HU15N4 hree 1.5kW 5273442 1032.13 
: a el C € @ ATV212HU22N4 hree 2.2kW 5273444 1287.43 
@ ATV212HU30N4 hree 3kW 5273446 1222.24 
A \\ i @ ATV212HU40N4 hree 4kW 5273448 1394.77 
@ ATV212HUS5N4 hree 5.5kW 5273450 1658.19 
@ ATV212HU75N4 hree 7.5kW 5273452 1781.62 
@ ATV212HD11N4 hree 11kW 5273428 2487.97 
San aE @ ATV212HD15N4 hree 15kW 5273430 2623.29 
Mfg. Part No. Rating Torque Inductance Res. Stock No. 1-24+ : ; mE = Pn a i 
@ S$2421-5041PJ 1A - 1.2mH 3.50hm | 34R9056 = : 
@ $S2422-5041 tA | 0186N-m | 29mH | Sdohm | 34R9057 mF Se Ale 20 DS0N4 hree Sd Gane ES 5690.18 
@ ATV212HD37N4 hree 37kW 5273437 4317.74 
dae @ ATV212HD45N4 hree 45kW 5273438 7359.88 
Hino Lae GREPRER MOTORDRIVER @ ATV212HD55N4 hree 55kW 5273439 8661.41 
@ Input source: DC24 V/36 V +10% SA N Yo D E N K I a es aN ae Ses 


Source current: 3A 

Protection class: class III 

Applied standards: EN61010-1, UL508C 
Use with: H and SH series stepper motors 


RoHS _ 
Compliant 
Available 


c US 
Supply Output Output Price Each 
Mfg. Part No. Phases Voltage Voltage | Current | Stock No. 1-9+ 
@ BS1D200P10 Two 24VDC - 36 VDC 40V 10mA 34R6763 es 
PIM_163705 
ALTIVAR 212 VARIABLE SPEED DRIVES Schneider 


®@ Altitude ratings: Up to 3,300 ft (1,000 meters) without de-rating, de-rate 


ALTISTART 22 SOFT STARTERS 


ISQUARE EIS 


by Schneider Electric 


RoHS _ 
Compliant 
Available 


© Three-phase power supply voltage 208 to 600 V 
© 220 V control power supply 


© Keep temperature rises to a minimum (low heat 
dissipation) 


i ® Save time on wiring (6 terminals instead of 12) © Reduce the number of components you need to 
nominal ourren by 1% for each additional 330 Ft (100m) up to 10,000 ft ( & Electric © Optimise the size of your enclosures (Altistart 22 manage (multifunction product) 
3,000 m) limit to 6,600 ft (2,000 m) if supplied by corner RoHS is very compact) 
grounded distribution system Gee singin Hy Comp 
© Temperature ratings: 0 to + 40°C operational without Available Power Current Price Each 
de-rating, up to 60°C with de-rating (see installation @) @ Mfg. Part No. Phases Rating Rating Stock No. 1-44 
manual for deratings) @ ATS22D17S6U Three 30w 17A 85R0207 1104.14 
@ Humidity: Up to 95% non-condensing , IEC 60068-2-3 E 
@ Input frequency: 50 Hz -5% to 60 Hz +5% @ ATS22D32S6U Three 44 32A 85R0208 1326.51 
The Altivar 212 drive is intended for use with three-phase @ ATS22D47S6U Three 48w 47A 85R0209 1582.32 
asynchronous” motors for variable: torque. pump:and) fay @ ATS22D6286U Three Sow 62A g5R0210 | 1760.19 
applications. Select the Altivar 212 drive using the nameplate 
voltage and full load ampere rating of the motor nameplate @ ATS22D75S6U Three 63W TSA 85R0212 1987.27 
and the table below. The Altivar 212 drive includes 3 logic @ ATS22C11S6U Three 73W 110A 85R0204 2734.41 
inputs, 2 analog inputs, 1 analog output and 2 relay outputs (with 1 NO and 1 NO/NC contacts). It includes 
integrated 4 digit, 7 segment LED dispay with 7 button keypad, as well as RJ45 Modbus! port, plus a 4 GATSACIASOU Thtee _ —_ S5h0205 BSS25e 
screw removable terminal block for software selectable BACnet, Modbus, METASYS N2 or APOGEE P1 @ ATS22D88S6U Three 86W 88A 85R0213 2502.71 
communication protocols. LonWorks is available in an option card. @ ATS22C17S6U Three 91W 170A 85R0206 3760.47 
Power [Price Each = PIM_196177 
Mfg. Part No. Phases Rating Stock No. 1+ 
200 VAC - 240 VAC, Enclosure Type - IP 20 Open Style Product CC-U/STD UNIVERSAL SIGNAL CONVERTER A Ty =D 
@ ATV212HO75M3X Three 750W 5273453 827.69 The CC-U/STD i iandardanalod di rter from th 
ie CC- is a standard analog signal converter from the 
@ ATV212HU15M3X Three 1.5kW 5273444 923.45 CC-U range. This converter, with 3-way electrical isolation, P A aD ap 
@ ATV212HU22M3X Three 2.2kW 5273443 1302.15 operates with a rated control supply voltage of 110-240 V AC. It 
@ ATV212HU30M3X Three 3kW 5273445 1318.38 provides short-circuit proof signal outputs, pluggable connecting 
: terminals and configurable detection of input voltage signal 
208 VAC - 240 VAC, Enclosure Type - IP 20 Open Style Product interruption (low fail safe / high fail safe). 28 input signal ranges 
@ ATV212HU40M3X Three 4kW 5273447 1214.34 (16 standard and 12 non-standard) and 41 output signal ranges 
@ ATV212HUS55M3X Three 5.5kW 5273449 1365.05 (8 standard and 33 non-standard) can be configured by means of 
= directly accessible lateral DIP switches. The gain and the offset 
@ ATV212HU7SM3X Three 7SKW 5273451 1960.82 adjustment is made via front-face operating elements. Applied 
@ ATV212HD11M3X Three T1kW 5273427 2573.57 supply voltage is displayed by a green LED. 
> CONTINUED > > CONTINUED > 
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INDUSTRIAL COMPUTING & PROCESS CONTROL 


SIGNAL CONDITIONERS 


CC-U/STD UNIVERSAL SIGNAL CONVERTER (CONT.) 


Supply Price Each 
Mfg. Part No. Voltage Input Output Stock No. 1+ 
DIN Rail, Isolated, 1 Channel 
1SVR040001R0400 240VAC Voltage Current,Voltage 66Y0153 = 
PIM_5542783 


ULTRA SLIMPAK™ SIGNAL 
CONDITIONERS AND < 
LIMIT ALARMS 


Gee tinnian E urot h erm. 


Available 


by Schneider Electric 


a= 


ACTION INSTRUMENTS™ 


user friendly 


© One of the most cost-effective products on the 
market, great for OEM applications @ DIP switch setting, ASIC technology, highly 

© Potentiometer based calibration, easy setup, reliable, 3-way isolation 

The Ultra SlimPak G4X8 Series of Signal Conditioners accept a variety of process signals: DC voltage and 
current (G408), thermocouple (G428), potentiometer (G438), strain-gauge (G448), AC current or voltage 
(G468). Three port isolation — input to output to power — ensures that common ground faults are eliminated 
from any source. 

The Ultra SlimPak G1X8 Series of Limit Alarms accept the most popular process signals: DC voltage and 
current (G108), thermocouples (G128). Their output is a dual contact closure (2 - SPDT relays) which can 


be used to light hazard beacons, sound audible alarms or alert control systems of abnormalities. The Ultra 
SlimPak Series is a result of this effort and investment. It utilizes the latest ASIC and microprocessor based 
technologies to provide 1800VDC isolation and wide ranging adjustments for easy, accurate, discrete signal 
conditioning. The power supply of the Ultra SlimPak will accept source between 9 and 30VDC, typically a 12 
or 24VDC supply is used. 
Output Price Each 
Mfg. PartNo. | Accuracy Channels Input Output Stock No. 1+ 
G108-0001.V1] 0.1% 2Channels _| Current,Voltage Relay 41P0301 — 
G408-0001.V1 0.1% {Channels Current,Voltage | Current, Voltage | 14N9940 415.38 
G408-1001.V1] 0.1% {Channels | Current, Voltage Voltage 41P0303 415.38 
G428-0001.V1| 0.04% 2Channels Thermocouple | Current,Voltage | 41P0304 510.00 
@ G438-0001.V1] 0.1% 2Channels Potentiometer | Current,Voltage | 07P8538 510.00 
G448-0002.V1} 0.1% 2Channels Bridge Current,Voltage | 41P0305 eas 
G468-0001.V1} 0.1% 2Channels _| Current,Voltage | Current,Voltage | 41P0306 = 


PIM_139126 


ISOLATING SIGNAL CONVERTER 2 OUPUTS DUALCON 


Features 

© Universal configurable input - user selectable 

2 configurable Outputs - user selectable 

Full 3-Port Isolation 

Wide range AC or DC Supply 

Supply voltage: 12-32 VAC and 12-36 VDC. 

Isolated Transmitter Supply 

Very High Accuracy, Low Cost 

Only 17.5mm Wide on DIN rail 

The new DUALCON Isolating Signal Converter can accept a wide 
range of inputs including 4-20mA, thermocouple, RTD and voltage 


RoHS _ 
Compliant 
Available 


signals. The units produce two high level DC outputs of either 
voltage or current. 
Supply Price Each 
Mfg. PartNo. | Voltage Input Output Stock No. 1-9+ 
DIN Rail, Isolated, 2 Channel 
@ DUALCON-6 24V | Current,RTD, Thermocouple | Current,Voltage | 74R5362 es 
PIM_177546 


iDR iSERIES TEMPERATURE, PROCESS AND STRAIN WNEWPORT: 
CONTROLLERS AND SIGNAL CONDITIONERS 


© Universal Inputs: Thermocouple, RTD, Process 
Voltage/Current, Strain 

Built-in Excitation, Standard 

Embedded Ethernet 

2 Control or Alarm Outputs (Optional) 

dc Pulse 
Mechanical Relays 

Solid State Relays 

Analog Voltage and Current 


NEWPORT introduces a new family of extremely accurate instruments for DIN rail mounting. The compact iDR 
series signal conditioners and PID controllers are available with Newport's award-winning “Embedded Internet” 
technology. With the Ethernet option, the instruments connect directly to a LAN and can even serve Web pages 
over the Internet. The devices are easily configured with a handheld programmer iDRP, or from a computer 
with an Ethernet, RS-232, or RS-485 connection. The universal signal input covers ten (10) Thermocouples, 
100 and 1000 Ohm RTD’s with 2, 3, or 4 wire connections, Process (DC) Voltage, Current, and Strain Gauge 
inputs. Optional outputs include Form C SPDT Relays, SSR's, DC pulse, Programmable Isolated or non-lsolated 
Analog Voltage and Current. 


Price Each 
Mfg. Part No. Input Output | Output Channels | Accuracy | Stock No. 1+ 
Control Outputs 
IDRIN Current, RTD,} ... 1 0.5°C | 05R6413 = 
Thermocouple, Voltage 
> CONTINUED > 
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iDR iSERIES TEMPERATURE, PROCESS AND STRAIN CONTROLLERS 
AND SIGNAL CONDITIONERS (CONT.) 


Price Each 
Mfg. Part No. Input Output | Output Channels | Accuracy | Stock No. 1+ 
Ethernet with Embedded Web Server 
IDR33-C4EITIN | Current, RTD,| Relay 1 0.5°C | 05R6416 = 
Thermocouple, 
Voltage 
SPDT 
IDR53/N Current, RTD, | Analogue 1 0.5°C | 05R6417 _ 
Thermocouple, 
Voltage 
IDR33/N Current, RTD,| Relay 1 0.5°C | 05R6415 _ 
Thermocouple, 
Voltage 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1+ 
IDRP/N Remote Programming Display} IDR [Series Signal Conditioner} 05R6414 = 
Temperature Process 


PIM_147116 


TX93A AND TX94A ULTRA-COMPACT TEMPERATURE NEWPORT" 


TRANSMITTERS 

@ +0.1% FS Accuracy 

4-20 mA de Output 

Only 1.40” (35.6mm) Diameter 
Upscale Break Protection 

J, K, T, or E Thermocouple 

@ 100 ohm Platinum RTD Inputs 
NEWPORT Ultra-Miniature 
temperature transmitters convert 
millivolt inputs from thermocouples or 
resistance from RTD’s into 4-20mA 
outputs. Transmitters are available in color-coded enclosures covering the four most popular thermocouple 
types (J, K, T and E) as well as three-wire 100 Ohm platinum RTD's. Models TX93A and TX94A transmitters can 
eliminate long runs of costly field wiring in a variety of applications. A stable 4 to 20 mA output signal is provided 
proportional to the transmitter's specific input type and calibrated temperature range.Thermocouple Models 


output proportional to mV output of thermocouple. The output is not linearized to temperature. Non-lsolated 
output is for use with ungrounded probes. 
Price Each 
Mfg. Part No. Input Output Stock No. 1+ 
Isolated, 1 Channel, RTD transmitter (100 ohm Pt100, Alpha = 385), with 0 to 300°F 
TX94A-3/N RTD Curren! 05R6095 = 
Isolated, 1 Channel, RTD transmitter (100 ohm Pt100, Alpha = 385), with -40 to 120°F 
X94A-1/N RTD Curren 21M5457 = 
Isolated, 1 Channel, Type J transmitter, with 0 to 500°F range 
X93A-J4/N Thermocouple Curren! 05R6092 — 
Isolated, 1 Channel, Type J transmitter, with -40 to 120°F range 
TX93A-J1/N Thermocouple Curren 05R6091 _ 
Isolated, 1 Channel, Type K transmitter, with 0 to 200°F range 
X93A-K2/N Thermocouple Curren 05R6093 a 
Isolated, 1 Channel, Type K transmitter, with 0 to 500°F range 
X93A-K4-P/N Thermocouple Curren 05R6094 = 
Panel, Non Isolated, 1 Channel, Type J transmitter, with -40 to 120°F range 
X93A-J3/N Thermocouple Curren! 5813733 ma 
PIM_147111 
IX NEWPORT’ 


iDRN AND iDRX SERIES DIN RAIL MOUNT SIGNAL 
CONDITIONERS az ~ 


CE 


Specifications: to +131°F) 
@ 10-32VDC Input Power Supply © Storage Temperature: -40°C to +85°C (-40°F 
@ iDRN Output: 0-10VDC at 10mA Max.: 0-20mA or to +185°F) 


® Mountable on a 35mm DIN Rail 
@ Dimensions: 3.55H x 0.99W x 4.88"D (91.2 x 
25.1 x 124) 


4-20mA, 10V Compliance 
@ Isolation: Up to 1800VDC Peak 
© Typical Response to 99%: 1 Second 
© Operating Temperature: -5°C to +55°C (+23°F 
The new iD series signal conditioners combine the accuracy of laboratory instrumentation with the performance 


required by demanding industrial applications. Ideal for those applications in data acquisition, test and 
measurement, process control, and industrial automation where accuracy, performance and reliability are 
critically important. The iDRN series features 0-10VDC or 0-20mA (including 4-20mA) analog output signal that 
is typically scaled to be directly proportional to input signal. 
Price Each 
Mfg. Part No. Input Output Accuracy Stock No. 1+ 
IDRN-PR/N Current, Voltage Current, Voltage 0.1% 16F2353 ES 
IDRN-FP/N Frequency, Pulse Current, Voltage 0.1% 1907491 = 
IDRN-TC/N Thermocouple Current, Voltage 1°C 16F2351 es 
IDRN-ST/N Voltage Current, Voltage 0.2% 16F2354 — 
> CONTINUED > 
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iDRN AND iDRX SERIES DIN RAIL MOUNT SIGNAL CONDITIONERS (CONT.) 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
IDRN-PS-1000/N Power Supply,Switch Mode Fixed 91F9168 ae 
PIM_2460 
ISOLATED 2-WIRE 4-20mA TRANSMITTERS 3X NEWPoRT’ 


RoHS _ 
Compliant 
Available 


Isolated to 1500 Vrms 
Two-Wire 4-20 mA Operation 
9-50 V Compliance 
Turndown Ratio to 10:1 
NMV Protection to 120 Vac 


The Transmitter amplifies a low-level voltage signal to 4-20 mA current signal, which is immune to voltage noise 
pick-up. The isolation provided by the transmitter protects the receiving equipment and eliminates the possibility 


@ 40 to +85°C (-40 to 185°F) Operation 
© Waterproof Case 

e Explosion-proof Housing Options 

© Field-Scalable 


of ground loops between the remote signal ground and the ground of the control room. Power is obtained directly 
from the 4-20 mA loop, with no need for separate power input. This simplifies field wiring and eliminates the 
possibility of noise pickup from power lines. 
Companion display for 500 Series Transmitters. 
508B a 3 1/2 digit (+1.999 count) loop-powered indicator with an LCD display and a jumper-selectable dummy 
right-hand zero for display to +19.990. An ideal companion product to 500 Series transmitters, with the same 
hockey-puck case and rugged environmental specs. 
Price Each 
Mfg. Part No. Input Output | Output Channels | Accuracy | Stock No. “he 

Signal Type: Low Volts 

@ 506-1 Voltage Curren 1 0.1% 89F1794 a 

Signal Type: Type E T/C Chromel-Constantan 

@ 502A-E Thermocouple | Curren 1 0.2% 04R7974 — 

Signal Type: Type J T/C Iron-Constantan 

502A-J Thermocouple | Curren 1 0.2% 89F1803 = 
Signal Type: Type K T/C Chromwl-Alume 
502A-K Thermocouple | Curren 1 0.1% 89F1804 = 

Signal Type: Type T T/C Copper-Constantan 

@ 502A-T Thermocouple | Curren 4 0.1% 89F1805 = 
PIM_2300 


DIN-RAIL SIGNAL CONDITIONERS @ ‘és 

red lion 

Gee simpiat 
Available 


C€ 
Wks 


Model IAMA Model IFMA 


Model IFMR 


Model IAMA - Universal Signal Conditioning Module 

3-way isolation of analog signals. Universal conversion module, inputs and outputs selected via DIP switch 
settings. Over 100 input and output analog conversions combinations. Linear or square root extraction model 
available; go online or call. 

Model IFMA - DIN Rail Frequency to Analog Converters 

On-line rating setting (using actual input signal or signal generator). User settable full scale frequency from 1Hz 
to 25KHz. Four output operating ranges (0-5V, 0-10V, 0-20mA and 4-20mA). Programmable input circuit accepts 


outputs from a variety of sensors. 3-way electrical isolation. 
Model IFMR - DIN Rail Speed Switches 
On-line trip frequency setting using actual input signal or frequency generator. User settable trip frequency from 
0.1Hz to 25KHz. Over-speed, under-speed and zero-speed detection. Relay latching, alarm override and alarm 
reset functions. Programmable input circuit accepts outputs from a variety of sensors. 
Supply Price Each 
Mfg. Part No. Voltage Input Output Stock No. 1+ 

DIN Rail, Pulse Rate to Analog Converter 

@ IFMA0035 32VDC Frequency Current,Voltage 84K7452 312.00 
@ |FMA0065 250VAC Frequency Current,Voltage 84K7453 316.00 
Linear Universal Signal Conditioning Module 

@ IAMA3535 36VDC Current,Voltage Current,Voltage 84K7451 328.00 
Speed Switch 

@ IFMR0036 32VDC Current, Voltage Curren 84K7454 249.00 
@ |FMROO66 250VAC Current,Voltage Curren 84K7455 249.00 
PIM_88723 
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INDUSTRIAL COMPUTING & PROCESS CONTROL 


SIGNAL CONDITIONERS 


DFV SERIES ADJUSTABLE FLASHERS 
Solid-state analog flasher circuitry 

DPDT isolated 10A relay contact 

Variable flash rate: standard flash rate range: 10-120 FPM 
Single-knob adjustment on top of unit 

12V to 120V input voltage available — both AC and DC 
models 

DFV series on/off recycling flashers have a flash rate that is 
adjustable from 10 - 120 flashes per minute (FPM) by means 
of a knob potentiometer on top of the unit. Custom rates are 
available within ranges between a minimum of 1 FPM and 
maximum of 240 FPM. Contact material: silver cadmium oxide. 
Termination: 8-pin octal-style plug. 11-pin spade terminals also 
available; go online or call. UL recognized, CSA certified. 


AMPERITE 


Price Each 
Mfg. Part No. Input Voltage Stock No. 1-9+ 
DPDT, Socket, Nom Input Voltage: 120VAC 
120AF10-120DFV 120VAC 52F078 — 
DPDT, Socket, Nom Input Voltage: 24VDC 
24DF10-120DFV 24VDC 52F080 = 
PIM_55273 
$T2 SERIES SOLID-STATE INTERVAL (ONE-SHOT) TIMERS 
© 100% solid-state circuitry — no moving parts 
© CMOS digital timing circuitry AMPERITE 


@ Adjustable delays from milliseconds to hours 

@ 2A continuous load current 

Timers have contacts with solid-state switching device 
SPST, normally-open series connections. Continuous 


OG 


current rating: 2A. Maximum inrush: 20A. Voltage drop: 
2.5Vrms or less @ 2A. Timing: fixed or field-adjustable 
from, 0.1 seconds to 100 hours. Timers have epoxy sealed 
black plastic enclosures measuring 2 x 2 x 3/4”. Available 
in 3 or 5-1/4” quick-connect male terminals. 
Operating Load Price Each 
Mfg. Part No. Voltage Current Stock No. 1-9+ 
One Shot, Delay (Sec.) - 0.2 - 20 
24D.2-20SST2 24VDC 2A 16C1884 = 
120A.2-20SST2 120VAC 2A 16C1877 = 
12D.2-20SST2 12VDC 2A 28B470 = 
One Shot, Delay (Sec.) - 1 - 100 
120A1-100SST2 120VAC 2A 16C1882 = 
12D1-100SST2 12VDC 2A 16C1876 = 
PIM_55270 
DF SERIES ENCAPSULATED FLASHERS 
Solid state analog flasher circuitry encapsulated in black * 
AMPERITE 


plastic case. Approximate 50% duty cycle. 2A load rating. 
0.250" quick-connect terminals. 1-11/16L x 1-1/8W x 
15/16"H. Temperature range: -23°C to +60°C. Units 
below are 24-120VAC/DC. Fixed voltage available. Other 
flash rates and voltages available; go online or call. UL 
recognized, CSA certified. 


Load Price Each 
Mfg. Part No. Control Voltage AC Current Stock No. 1-9+ 
Repeat Cycle, Flash Rate (FPM) - 30 
24-120F30DF 24V-120V 2A 95F1633 40.97 
Repeat Cycle, Flash Rate (FPM) - 45 
24-120F45DF 24V-120V 2A 95F1634 ex 
Repeat Cycle, Flash Rate (FPM) - 60 
24-120F60DF 24V-120V 2A 95F1635 40.97 
Repeat Cycle, Flash Rate (FPM) - 90 
24-120F90DF 24V-120V 2A 95F1636 = 
Repeat Cycle, Flash Rate (FPM) - 120 
24-120F120DF 24V-120V 2A 95F1637 = 
PIM_3987 
SOLID-STATE AC AND DC FLASHERS UY A 
DN 


RoHS 

Compliant 

Available 
cds 


423-24-60FPM 


4210-115-60FPM 


© Digital Timing Circuitry 
For use in equipment which requires lamp, relay or solenoid to flash (pulse) at rate of 60 flashes per minute. 


> CONTINUED > 
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TIMERS 


SOLID-STATE AC AND DC FLASHERS (CONT.) ECW SERIES DIGITAL CONTACTING ENCODER BOURNS’ 


Turn load on for 0.5 seconds every second. These flashers are availailable in various operating voltages and palis 
fixed-flash rates from the factory. Mfg. part no. 4210-115-60FPM UL/cUL recognized. Bede Ge tinsian 
9202 n 
Operating Load Price Each / i Available 
Mfg. Part No. Voltage Current Stock No. 1-4+ 

@ 423-24-60FPM 24VDC 1A 88K2147 39.27 

@ 4210-115-60FPM 115VAC 1A 88K2146 0) 28) 

PIM_2893 

TIME DELAY RELAY . = 

NFC Multifunction Timing Relay Schneider aati 

& Electric Features Specifications 
@ Incremental Encoder/Quadrature Output ® Dielectric Withstanding Voltage: 1000VAC Min. 
@ Exceptionally Long Operating Life © Solderability: Meets MIL-STD-202 Method 301 
@ High Operating Temperature Capabilities: Up to © Operating Temperature: +1°C to +125°C. 
+125°C @ Rotational Life: 200,000 Shaft Revolutions 
@ Rugged Construction @ ECWX4 - Anti-Rotational Lug Position : 9:00 
@ Bushing Mount @ ECWXD - Anti-Rotational Lug Position : None 
@ Anti-Rotational Lugs 
Price Each 
Mfg. Part No. Resolution Max Speed Stock No. 1-9+ 
2 Channels, Bushing Configuration : 9mm x 1/4 Length, Equipped with PCB Bracket 
Price Each @ ECW1J-B24-BC0024L 24CPR 120rpm 62K3103 ile 
Mfg. Part No. Time Min Time Max Input Voltage Stock No. 1-9+ 2 Channels, Bushing Configuration : 9mm x 1/4 Length, Equipped with PCB Bracket, Non 
DPDT, DIN Rail Detented 
@ RENF22R2MMW 999h 0.1s 240V 06AC1199 174.29 @ ECW0J-B24-BC0006L 6CPR 120rpm 62K3100 1.93 
PIM_5740474 2 Channels, Bushing Configuration : 9mm x 1/4 Length, Equipped with PCB Bracket. No Anti 
Rotation Lug 
@ ECW1D-B24-BC0024L 24CPR 120rpm 62K3101 4.21 
TIME DELAY RELAYS eS CROUZET 2 Channels, Bushing Configuration : 9mm x 1/4 Length, Hardware Included 
@ ECW1J-B24-AC0024L 24CPR 120rpm 62K3102 6.07 
iv \y 2 Channels, Bushing Configuration : 9mm x 1/4 Length, Hardware Included, Non Detented 
\ @ ECW0J-B24-ACO006L 6CPR 120rpm 62K3099 1.93 
ray PIM_4143 
‘S 2- AND 3-CHANNEL @BROADCOM 
© Multi-voltage 12 240 V ACIDC to the ENCLOSED ENCODERS eee ee 
© LED status indicator (relay version) © control input Mfg. Part Nos. HEDS-5500/5540 and HEDS-5600/5640 A iat 
© Possibility of external load connection in parallel  3-wire PNP sensor compatible © Operating Temperature: -40°C to +100°C Available 
- © Quick Assembly 
Price Each © TTL Compatible 
Mfg. Part No. Time Min Time Max Input Voltage Stock No. 1-24+ Mfg. part nos. HEDS-5500/5540 and HEDS-5600/5640 
DPDT, DIN Rail are high-performance optical increment encoders. 
2-/3-channel digital outputs and single 5V supply input are 
BAZROSMV1 0.5s 10Days 2AQVAC O3AC6351 78.90 accessed through five 0.025” square pins on 0.1” centers. 
BL2RO8MV1 0.5s 10Days 240VAC 03AC6353 110.39 Mfg. part no. HEDS-5505 has thru-hole housing. No mechanical or electrical adjustments are needed. Ideal for 
BM2RO8MV1 0.5s 10Days 240VAC 03AC6355 98.62 high-volume applications, including printers, plotters, tape drives, and positioning tables. 

SPDT, DIN Rail Price Each 
BAIR16MV1 0.5s 10Days 240VAC 03AC6350 71.74 Mfg. Part No. Resolution Max Speed Stock No. 1-4+ 
BL1R16MV1 0.5s 10Days 240VAC 03AC6352 95.04 2 Channels, External Mounting Ears 
BM1R16MV1 0.5s 10Days 240VAC 03AC6354 89.67 @ HEDS-5600#A06 500CPR 30000rpm 54K2766 60.32 

PIM_5734842 2 Channels, Standard Mounting Type 
@ HEDS-5500#A06 500CPR 30000rpm 54K2757 58.03 
EAW SERIES ABSOLUTE CONTACTING ENCODERS BOURNS’ PIM-EEBS 
Features: 
: RoHS 
Cla eati «. Getinoiat ELECTRONIC LENGTH MEASURING SYSTEM 1 
128 absolute states per revolution Available i e 


Shaft length: 0.75” 

Torque: 0.75 to 2.50 oz-in. 
Rotational life: 50,000 revolutions 
Rotational speed: 120 rpm maximum 
Contact rating: 10 mA @ 10 VDC 
Operating temp: -40°C to 85°C 
Specifications: 

@ Digital Output 

@ Sturdy Construction 

@ Energy-efficient and compact 


Mfg. part no. 38150100 single channel encoder measures 
web speed, length or position when radial load does not 
exceed 20 Ibs., and axial load does not exceed 10 Ibs. 
Delivers 100 pulses per revolution. Shaft: 0.375” (9.53). 
Sealed against dust and oil. Mfg. part no. 38151600 
medium-duty quadrature encoder delivers 600 pulses per 
revolution and measures in 1/50" increments. Both systems 
operate on 5 to 28VDC. Measuring systems comprise 
encoder, wheel, connector with cable, and mounting 
bracket; each ordered separately. 


RoHS — 
Compliant 
Available 


© Plastic shaft 
@ 360° mechanical angle 


@ Plastic bushing mount (9mm x 1/4” length) Price Each 
Price Each Mfg. Part No. PPR Stock No. 1-4+ 
Mfg. Part No. Resolution Max Speed Stock No. 1-9+ 3/8” Shaft 

Hardware Included @ 38150100 100 87F6118 1299.86 
@ EAW0J-B24-AE0128L 128CPR 120rpm 32K5693 11.91 Quadrature, 3/8” Shaft 

PCB Bracket @ 38151600 600 89M5403 1922.70 
@ EAWOJ-B24-BE0128L 128CPR 120rpm 91F3554 6.34 Piicoleach 
PCB Bracket & Hardware Included Mfg. Part No. Description Stock No. E= | 
@ EAWOJ-B24-CE0128L 128CPR 120rpm 32K5694 11.91 © 20154301 Measuring Wheel 87F6104 298.80 
PIM_90075 @ 40460402 Mounting Bracket 55M2240 639.37 

@ 29665300 Sensor Cable 87F6105 oe 


PIM_2693 
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62S SERIES OPTICAL ENCODER 


RoHS _ 
Compliant 
ee Available 


Applications © Operating temperature: -40°C to 85°C 
© Compact size, requires minimal behind panel © Termination: .050” center ribbon cable w/connector 
space © Supply Current: 30mA maximum at 5Vdc 
© 0.29" (7.4mm) behind panel depth © Global Positioning/Driver Information Systems 
@ 1 million rotational cycles @ Medical Equipment 
@ High level of positive tactile feedback © Mfg. Part No. 62811 = Angle of Throw, 11.25° for 
© Operating voltage: 5VDC Code Change and 32 Detent Positions 
© Supply current: 30mA © Mfg. Part No. 62822 = Angle of Throw, 22.5° for 
© Output code: 2-bit quadrature Code Change and 16 Detent Positions 
Price Each 
Mfg. Part No. Resolution Stock No. 1-4+ 
2 Channels, Medium Tourque, Push Button Option, No Push Button 
@ 62S11-M0-020C 32CPR 14M6813 63.64 
2 Channels, Medium Tourque, Push Button Option 5 
@ 62S22-M5-020C 16CPR 14M6817 58.61 
@ 62S11-M5-020C 32CPR 35K5672 56.04 
PIM_84931 


SERIES 26 MECHANICAL ENCODERS 


Features: 
@ 1/2” diameter 


@ 1-Pole with adjustable stops (AJ), shorting contacts (S) 


Specifications: 

© Current rating: 200mA 

Life: 25,000 cycles 

C = Continuous rotation 

2-16 positions at 22.5° 

2-8 positions at 45° 

Dielectric Strength: 250 Vac minimum 
Rotational Torque: 4 to 8 oz-in on a new switch. 


Grayhill 
Gepim : 

Compliant 

Available 


sil 
4 12 
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INDUSTRIAL COMPUTING & PROCESS CONTROL 


‘ SERIES 62 OPTICAL ENCODERS (CONT.) 
Grayhill 


Price Each 
Mfg. Part No. Resolution Max Speed Stock No. 1-14+ 
2 Channels, 62C Series, Cable Connection 
@ 62C1515-02-060C 24CPR 100rpm 33C€3000 112.85 
@ 62C1111-02-060C 32CPR 100rpm 332998 112.85 
PIM_68717 


SERIES 61C OPTICAL ENCODERS 


© Temperature Range: -40°C to +85°C 
@ All Units Require a 5VDC External Source 


Light passage allowed or interrupted as switch is operated. 
Provides million-cycle life. Encoders produce a 2-bit, 4-state 
code. The code repeats every 4 positions. Number of changes 
and direction of rotation can be sensed. Panel mount, operator 
input versions are available in economical (thermoplastic shaft 
Panel mount versions require user-supplied 
pull-up resistors dependent on the type of logic that is used. 
Switching current: 30mA max. Temperature range: -40°C to 


and bushing). 


+65°C. 


Mfg. Part No. 61C22 - Angle of Throw 22.25° or 16 Positions 
Mfg. Part No. 61011 - Angle of Throw 11.25° or 32 Positions 


Price Each 
Mfg. Part No. Resolution Max Speed Stock No. [1-44 
2 Channels 
61C22-01-04-02 16CPR 16.6rpm 50F7510 46.75 
61C11-01-08-02 32CPR 16.6rpm 50F7511 44.49 


PIM_5149 


EVEJB SERIES 12MM SQUARE GS ENCODER 


WITH PUSH-ON SWITCH 

Features: 

@ Thin type encoder with vertical push-on switch 
Specifications: 


Panasonic 


RoHS _ 
Compliant 
Available 


Rated: 25,000 cycles with logic compatible loads. © Rotation angle: 360° (endless) 
Make and break 200 mA. © Shaft pull/push strength: 80N (min.) 
Series 26 binary or gray code, 1/2’-diameter switch. The 4 © Standard rotation torque: 3mN m to 20mN m 4 
output terminals are on 0.3 x 0.2" (7.62 x 5.08) centers with © Output signal: Phase A and B T 
the common terminal in the center. The switch may have continuous rotation, or may be adjusted to limit the © Rating 1mA 10VDC ; ; 
rotation. All switches have shaft and panel seal. The panel seal ring can be removed to expose the stop pin © Contact resistance: 1ohm (max.) © Switch rating: 20mA 16VDC_ 3 
holes on the front of the switch. 2 stop pins are supplied with the switch. One or both may be used to limit the © Chattering: 2ms (max.) © Operating temperature: -10°C to +60°C 
rotation as desired. @ Insulation resistance: 10Mohm (min.) at 5S0VDC Applications: 
. © Dielectric withstanding voltage: 50VAC for 1 minute @ Volume and tone control for audio/visual and car 
| Price Each_ @ Die-cast bushing: 25mm long; corner cut: 1.5mm audio equipment 
Mfg. Part No. Resolution Stock No. 1-4+ © Bushing type with sleeve © Tuner for communication units 
BCD Output @ Push-on switch: SPST @ Mode selection for measurement instruments 
@ 26ASD45-01-1-AJS 8CPR 14M6730 22.45 Price Each 
@ 26ASD22-01-1-AJS 16CPR 14M6729 20.67 Mfg. Part No. Resolution Stock No. 1-9+ 
Gray Code Output @ EVE-JBBF2020B 20CPR 52W2236 1.41 
@ 26GS22-01-1-16S-C 16CPR 2003361 S570) PIM_208993 
PIM_5078 


SERIES 62 OPTICAL ENCODERS 


Fig. 4 


Features 

Long life 

Optically coupled for more than a million cycles 
Optional integral pushbutton 

Compatible with CMOS, TTL and HCMOS logic 
Choices of cable length and terminations 
Specifications 

@ Rating: 5 Vdc, 10 mA, resistive 


Grayhill 
Gein . 

Compliant 

Available 


h 


Operating Temperature Range: -40°C to +85°C 
Operating Speed: 100 RPM maximum 

Coding: 2-bit quadrature coded output 
Rotational Life: 1,000,000 cycles minimum 
Pushbutton Life: 3 million actuations minimum 
Applications 

© Global Positioning/Driver Information Systems 
@ Medical Equipment 


Designed for human interface applications, these encoders allow or interrupt light passage as switch is in 


operation. 
62A comes in a 1/2” packages, 62C has a concentric shaft. 
Price Each 
Mfg. Part No. Resolution Max Speed Stock No. 1-14+ 
2 Channels, 62A Series, Cable Connection 
@ 62A22-02-025C 16CPR 100rpm 33C2996 51.00 
@ 62A15-02-060C 24CPR 100rpm 14M6805 58.07 
@ 62A11-02-020S 32CPR 100rpm 1109201 60.67 
2 Channels, 62A Series, PCB Pins 
@ 62A22-02-P 16CPR 100rpm 14M6806 60.67 
@ 62A11-02-P 32CPR 100rpm 14M6802 56.62 
> CONTINUED > 
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EVQV6 SERIES 20/12MM CENTER SPACE 


ENCODERS 


Features: 

@ Multiple unit construction (achieved by mounting 
switches, LEDs, etc.) 

® (center space) on the printed wiring board 

© Good operability and high reliability 

Specifications: 

© Outer diameter: 20mm 


Panasonic 


RoHS — 
Compliant 
Available 


© Center space diameter: 17mm 
@ Rotation angle: 360° (endless) 
© Rotation torque (detents): 14mN m, 18mN m 
© Output signal: Phase A and B minute 
© Rating: 1mA 10VDC Applications: 
© Contact resistance: 1ohm (max.) © Car audio products (adjustment of volume, tone, 
© Chattering: 5ms (max.) tuners) 
© Insulation resistance: 50mohm (min.) at 250VDC AV equipment (control of edit functions of VCRs, 
@ Dielectric withstanding voltage: 300VAC for 1 CD players) 
Mfg. Part No. Resolution Stock No. 1-9+ 
@ EVQ-V6B00909B 9CPR 52W2541 1.18 
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SIGNALING — AUDIBLE 


peer ia E® AND VISUAL/AUDIO ELECTRONIC \Edwards ADAPTAHORN® VIBRATING HORNS (CONT.) 
Signaling oe ee | ae leat 
Mfg. Part No. Depth Level VAC VDC Stock No. 1-4+ 
Continuous 
871P-G1 48mm 91dBA ‘is 24V 41B9030 320.60 
870P-G5 48mm 103dBA 24V id 92F6385 206.11 
870P-N5 48mm 103dBA 120V aie 92F6384 326.42 
875-G1 54mm 101dBA es 24V 41B9054 238.06 
874-G5 54mm 103dBA 24V ae 92F6381 278.06 
E1024 874-N5 54mm 103dBA 120V ts 92F6380 327.80 
Non-irritating harmonic tone that demands attention in both quiet and noisy environments. Panel mounts in 874-RS 54mm 103dBA 240V “ 92F6382 269.38 
a 1-5/32” dia. hole, panel thickness up to 3/16”. Solid-state construction gives a rated life of 5,000 hours. No 877-G1 84mm 101dBA - 24v 9289854 480.15 
arcing, sparking or noise. Sound output level can be varied by applied voltage (80dB @ tft. with 12VDC). 876-G5 84mm 103dBA AV ~ 7189059 304.71 
Supply uBrice|Eachy 876-N5 84mm | _103dBA 120V es 92F6383 | 250.09 
Sound Voltage 
Mfg. Part No. Depth Level vpc Stock No. 4+ 876-R5 84mm 103dBA 240V ee 41B9060 368.68 
Continuous PIM_2785 
E104A 44mm 388 24V 92F6372 125.17 
E1024 44mm 90dBA 24v gzrea70__ | 118.89  ADAPTATONE® MULTI-TONE INDUSTRIAL SIGNAL \Eqwards 
Fast Pulse Sens 2 i 
E105AE 44mm sii 24V 92F6373 128.47 i Sig naling 
E103A 44mm 90dBA 24V 92F6371 139.68 @) 
PIM_2791 
ADAPTABEL® VIBRATING BELLS Edwards 
a * Signaling 
Signal is heavy-duty industrial, tone selectable, stand alone, signaling device capable of producing up to 27, 
volume controlled, high decibel tones. PLC compatible. Terminals for 24VDC battery back up. Solid-state 
weatherproof design. Fully enclosed; heavy-duty zinc cast construction. UL listed for indoor, outdoor use. 
Price Each 
Mfg. Part No. Description Stock No. [42+ 
5530M-24Y6 120VAC 29C8275 1815.94 
7 5530M-24AQ 24VDC 2704245 1974.88 
Series 340 
Easy installation wire attach to base, bell plugs into adaptaplate. Universal adaptable mounting plate mounts PIM_2787 
directly on surface or fits any single-gang opening or any 3-1/4”, 3-1/2” or 4” octagon box or any plaster cover 
with mounting holes on 2-3/4” centers. 6” bells also mount on 4” square box. 120VAC units are PLC compatible 
with off-state Current less than 25mA. Available in 4”, 6”, 10” gong size AC., 4”, 6”, 8” and 10” gong size DC. Supply Sound Current | Resonant Price Each 
ie ayaa ka to base, bell plugs into adapt plate. Dustproof, shockproof, and corrosion resistant. Mfg. Part No. Voltage Level | Dist.| Max | Frequency | Stock No. 4-94 
. - Alarm 
Supply | Supply |Price Each =“ @ SBT200PC 30 VAC 95dBA | 10cm] 1.5mA ] 200Hz | 66Y7277 | 16.26 
Sound Voltage Voltage 
Mfg. Part No. Depth Level VAC vpc Stock No. 4+ @ SBT200FL 30 VAC 95dBA | 10cm} 1.5mA 200Hz 66Y7276 14.24 
Continuous Alarm - Continuous 
340-4G5 402mm 88dBA 24V a 92F6375 248.93 @ SBT5LMOPC 3.3VDC to5 VDC | 95dBA | 10cm} 35mA 4kHz 66Y7286 38.38 
340-4N5 102mm 88dBA 120V s8s 92F6374 296.65 @ SBTSLMOFL 3.3.VDC to5 VDC | 95dBA | 10cm} 35mA 4kHz 66Y7285 | 41.92 
435-4G1 102mm 90dBA - 24V 41B8486 264.03 @ SBT12M0PC 9VDC to12 VDC | 95dBA | 10cm} 25mA 4kHz 66Y7274 | 36.60 
435-661 152mm 92dBA " 24V 41B8491 332.74 @ SBT12MOFL 9VDCto12VDC | 95dBA | 10cm] 25mA | 4kHz | 66Y7273 | 41.84 
340-6N5 152mm 92dBA 120V a 92F6376 353.33 @ SBS12M0PC 9VDC to12VDC | 105dBA} 2ft | 300mA | 4kHz 66Y7262 | 46.16 
PIM 2789 @ SBS12MOFL 9VDC to12VDC | 105dBA} 2ft | 300mA} 4kHz 66Y7261 | 49.56 
= Alarm - Pulse - Cardiac 
Bell Boxes @SBT5LMMCPC | 3.3VDCto5VDC | 95dBA | 10cm] 20mA 4kHz 66Y7278 | 44.77 
5 @ MSS5MMC. 4.5 VDC to 5.5 VDC} 95dBA | 10cm] 150mA | 4kHz 66Y7232 | 29.91 
Mig, Part No. el Gatti cee e@sBtizmmcpc | 9VDCto12VDC | 95dBA | 10cm] 20mA | 4kHz | 66Y7266 | 34.59 
340-665 AV 926377 289 88 @ SBS12LMMCPC | 9 NOG (0 12VDC | 105dBA} 10cm] 200mA | 4kHz 66Y7254 | 40.69 
Pies aes Alarm - Pulse - Drug-Fluid 
- @SBT5LMMDPC | 3.3VDCto5 VDC | 95dBA | 10cm} 20mA 4kHz 66Y7279 | 38.78 
@ MSS5MMD 4.5 VDC to 5.5 VDC | 95dBA | 10cm| 150mA | — 4kHz 66Y7233 | 29.79 
ADAPTAHORN® VIBRATING HORNS b Edwards @SBT12MMDPC | 9VDCto12VDC | 95dBA | 10cm} 20mA 4kHz 66Y7267 | 34.59 
~ Signaling @ SBS12LMMDPC | 9VDC to12VDC | 105dBA| 10cm] 200mA | 4kHz | 66Y7255 | 40.69 
Alarm - Pulse - Failure 
= @SBT5LMMEPC | 3.3VDCto5 VDC | 95dBA | 10cm] 20mA 4kHz 66Y7280 | 38.78 
@ MSSS5MME 4.5 VDC to 5.5 VDC} 95dBA | 10cm] 150mA | = 4kHz 66Y7234 | 30.76 
@SBT12MMEPC | 9VDCto12VDC | 95dBA | 10cm] 20mA 4kHz 66Y7268 | 34.59 


@ SBS12LMMEPC | 9VDC to 12VDC | 105dBA} 10cm | 200mA 4kHz 66Y7256 40.69 
Alarm - Pulse - General 
@ SBT5LM1PC 3.3 VDC to5 VDC | 95dBA | 10cm} 20mA 4kHz 66Y7287 41.44 
@ MSS5MMG 4.5 VDC to 5.5 VDC | 95dBA | 10cm] 150mA 4kHz 66Y7235 28.07 
: @ SBT12M1PC 9VDC to12VDC | 95dBA | 10cm} 20mA 4kHz 66Y7275 39.84 
Series 870P & 874 Series 876 & 877 @ SBS12M1PC 9VDC to12 VDC | 105dBA| 10cm} 200mA 4kHz 66Y7263 44.09 


© Adjustable Output: 78 to 103dB © DC versions in 6, 12, 24, 32 125, 250VDC Alarm - Pulse - Oxygen 
@ Durable Die Cast Housing © AC versions in 12, 24, 120, 240VAC @ SBTS5LMMXPC | 3.3VDCto5VDC | 95dBA | 10cm] 20mA 4kHz 66Y7284 | 43.73 


Horns provide a low current, high decibel audio signal. Durable die-cast housing for heavy-duty use. All units 

are PLC compatible and have adjustable output from 78 to 103dB. Face dimensions are approximately 5” x 5”. LO MSSSMMX___|45VDC to 5.5 VDC | 95dBA | 10cm| 150mA | AakHz | 66Y7239 | 29.69 _ 
Series 870 semi-flush, panel-mounting installation on 4” square box, weatherproof when installed with supplied @ SBT12MMXPC_| 9VDCto12VDC | 95dBA | 10cm] 20mA | 4kHz | 66Y7272 | 38.35 
gasket. Series 874 grille type, adaptable for mounting on signal gang, 3-1/4, 3-1/2 or 4” octagon or square box. @ SBS12LMMXPC | 9VDC to12 VDC | 105dBA| 10cm} 200mA AkHz 66Y7260 48.92 
Series 876 weatherproof grille type comes completely assembled in die-cast. Mounts on conduit flat surface. 
Top hole drilled and tapped for 3/4” 14NPT. 
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coe caus Sawin macau Priceeach © TL70 SERIES 70MM MODULAR TOWER LIGHTS) aug; 
Mfg. Part No. Voltage Level | Dist. | Max | Frequency | Stock No. 1-9+ 
Alarm - Pulse - Perfusion more sensors, more solutions 
@SBT5LMMPPC | 3.3VDC to5VDC | 95dBA | 10cm} 20mA 4kHz 66Y7281 | 46.07 
@ MSSSMMP- 4.5 VDC to 5.5 VDC | 95dBA | 10cm | 150mA 4kHz 66Y7236 | 28.95 
@SBT12MMPPC | 9VDCto12VDC | 95dBA | 10cm} 20mA 4kHz 66Y7269 | 34.59 
@ SBS12LMMPPC | 9VDC to12VDC | 105dBA| 10cm} 200mA )  4kHz 66Y7257 | 40.69 Hi 
Alarm - Pulse - Temp-Energy 
@SBT5LMMTPC | 3.3VDC to5VDC | 95dBA | 10cm} 20mA 4kHz 66Y7282 | 46.62 
@ MSSSMMT 4.5 VDC to 5.5 VDC | 95dBA | 10cm | 150mA 4kHz 66Y7237 | 29.69 
@SBT12MMTPC | 9VDCto12VDC | 95dBA | 10cm} 20mA 4kHz 667270 | 34.59 
@ SBS12LMMTPC | 9VDC to12VDC | 105dBA | 10cm } 200mA 4kHz 66Y7258 | 40.69 
Alarm - Pulse - Ventilation @ Big and bright 70mm tower lights have two banks = @ Supports up to six one-color segments, up to five 
@SBTSLMMVPC | 33VDCtoSVDC | 95dBA |10om| 20mA | 4KHz | 66Y7283 | 45.48 of LEDs or one-color segments plus one audible module, or 
© Rugged, water-resistant IP65 housing with UV one multicolor segment and a single one-color or 
@ MSS5MMV 4.5 VDC to 5.5 VDC | 95dBA | 10cm] 150mA 4kHz 66Y7238 30.76 stabilized material audible module in one device 
@SBT12MMVPC | 9VDCto12VDC | 95dBA | 10cm] 20mA 4kHz 66Y7271 34.59 © Color segments available in one-color, two-color, © Indicator segments appear gray when off to 
and three-color models eliminate false indication from ambient light 
© SBSI2LMMVPC | 9VDC fo 12VDC_| 105dBA | 10cm | 200mA kia GOCE! dike © Audible segments are selectable modules, mul- @ Match your machine with a choice of black or 
Speaker titone modules that enable a unique tone for each gray housing 
@ SBS300FL 2.8 V p-p 405dBA | 10cm 325Hz 66Y7264 18.70 of up to four events, and programmable audible © User friendly with just a few easy steps to complete 
modules that allow for a user created custom alert installation 
@ SBS300PC 2.8V p-p 105dBA | 10cm 325Hz | 66Y7265 | 20.69 or announcement 
PIM_5459165 Supply Price Each 
Lens No. of Sound Voltage 
. . Mfg. Part No. Dia. Tiers Level VDC Stock No. the 
Voice Annunciator 
PATLITE Green, Red, Yellow - Continuous, Flashing 
TL70GYRQ 70mm | 3 a 30V 825952 332.77 
Green, Red, Yellow - Continuous, Flashing - Multiple 
TL70GYRAQ 70mm | 3 92dB 30V 16AC3624 376.04 
Red - Continuous, Flashing 
TL70RQ 70mm 1 30V 16AC3625 135.22 
Red - Continuous, Flashing - Multiple 
TL70RAQ 70mm 1 92dB 30V 12AC9432 214.20 
Price Each 
© Sound reduction is made with just one signal input. mount attachment) Mfg. Part No. Description Stock No. ihe 
(Using the sound reduction function reduces the © Despite the thin shape, it has a maximum output SA-M30 Cover Adapter, Black, M30 76Y7415 20.33 
oo of se iste ion! sbi a iat (at : in eadietoieich @ SOP-E12-150A Elevated Stand Off Pipe, 150mm 3117171 18.62 
© Diverse operational modes in combination wit © Can be used with transistor driven inputs. (Either : ; 
commands can be setup for the right application NPN or PNP) SA-E12M30C Mounting base, White 6179792 23.52 
@ The use of the SD card can allow changing e Acompact design with only a thickness of 19.9mm PIM_5718398 
messages while out in the field © Two installation choices of panel or wall mount 
@ Protection Rating of IP54 (Only for front panel © The volume control is accessible from the front 
Sualy PriceEach.  STACKLIGHTS - SL SERIES Bain E ‘Te Ni 
Sound Voltage Available ry 
Mfg. Part No. Depth Level VDC Stock No. 1-4+ 
Multiple - Dark Grey Front Cover, NPN Transistor 
BSV-24P-W 75mm 87dB 24V 19X2424 183.95 
Multiple - Dark Grey Front Cover, PNP Transistor 
BSV-24N-D 75mm 87dB 24V 5477924 181.23 
Multiple - Off White Front Cover, NPN Transistor 
BSV-24N-W 75mm 87dB 24V 19X2715 167.98 
Multiple - Off White Front Cover, PNP Transistor C=") 
BSV-24P-D 75mm 87dB 24V 62W3887 180.59 
Multiple - Silver Front Cover, NPN Transistor © Simplified twist-and-lock assembly, no tools @ Six lens colors: red, amber, yellow, green, blue, 
BSV-24P-S 75mm 87dB 24v 53X9142 180.59 required ; : white ; ; 
Multiple - Silver Front C. PNP Ti ist © Compact components reduce inventory require- © Continuous, flashing, strobe and multi-strobe 
Ullipie'ssliver Front vover, FAnsistor. ments and increase flexibility lighting functions 
BSV-24N-S 75mm 87dB 24V 9378537 217.62 © Versatile hardware for quick installation and ® Mono-tone, dual-tone and multi-tone audible 
PIM_5500584 minimized downtime alarms 


© New slim 40 mm size is ideal for applications with 
constrained space 


@ LED or incandescent lighting options 
© Control up to five modules on a single stack, 10 
Lean automation with SmartWire-DT connectivity withdual-arm base 


° 
PATLI TE © Ideal for indoor and outdoor usage @ 12V, 120 Vac and 230 Vac operating voltages 


The new Eaton SL7 and SL4 stacklights provide reliable control over all key processes and machine availability. 
Now available in two sizes, 70 mm (SL7) and 40 mm (SL4), the new stacklights are engineered to keep you 
informed about potential material requirements, downtime and hazards. Modules are available in a wide 
selection of audible, illuminating and mounting options that are well suited 

to adapt to any industrial application. 


MULTI COLOR SIGNAL LIGHT 


@ Enhanced illumination with the use of long-life, multi-colored super bright 
LED elements 

@ Energy efficient LED's use a lower power 
consumption 

@ Maintenance-Free high vibration resistant and no 
bulb replacement needed 


© Cable Wire connection allows easy wiring to Supply Supply Price Each 
PLC, etc , : Lens No. of Voltage Voltage 
@ Applications suitable for small machine tools, Mfg. Part No. Dia. Tiers VAC vbc Stock No. 1+ 
control panels, etc G Red - Conti 
© One unit can generate red, yellow, green, blue, light =°-—___ Peet Nees V ONMNUCUS 
blue, purple and white @ SL4-100-L-RG-24LED 40mm 2 24V 24V 67X5677 334.16 
This innovative compact LED signal light is designed @ SL7-100-L-RG-24LED 70mm 2 24V 24V 67X5736 367.42 
for a long service life, multi-colored LED array for easy : 
application in any environment, and excellent protection HricelE@chy 
against moisture and dust with a protection rating of |P66 and IP67. Mfg. Part No. Description Stock No. 1+ 
Supply Price Each @ SL4-FMS-100 SL4 Series, Base Module, 100mm, Screw Terminals 67X5652 | 194.34 
Lens Lens Voltage @ SL4-PIB-100 SL4 Series, Base Module, 100mm, Spring Terminals 67X5674 123.82 
—~ Mfg, Part No. Dia, el uot Stock} ihe © SL4-PIB-1-100 | SL4 Series, Base Module, 100mm, Threaded, Spring Terminals | 67X5671 | 144.52 
ee a ama a aT @ SL4-FMS-250 SL4 Series, Base Module, 250mm, Screw Terminals 67X5653 | 209.08 
NE-M1-CL7+B0953 mm bi a @ SL4-PIB-250 SL4 Series, Base Module, 250mm, Spring Terminals 67X5675 | 124.38 
PIM_5500598 © SL4-PIB-T-250 | SL4 Series, Base Module, 250mm, Threaded, Spring Terminals | 67X5672 | 142.42 
@ SL4-FMS-400 SL4 Series, Base Module, 400mm, Screw Terminals 67X5654 
» CONTINUED » 
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SIGNALING — STACKLIGHTS 


STACKLIGHTS - SL SERIES (CONT.) Light Modules with LED (CONT.) 
Price Each Supply Supply Price Each 
Mfg. Part No. Description Stock No. 1+ Lens Lens Voltage Voltage | 
@ SL4-PIB-400 SL4 Series, Base Module, 400mm, Spring Terminals | 67X5676 | 84.93 Mfg. Part No. Dia.. | - Color WAG VDC __|EStockiNa} a 
@ SL4-PIB-T-400 | SL4 Series, Base Module, 400mm, Threaded, Spring Terminals | 67X5673 | 144.96 Flashing 
@ SL4-PIB-IMS SL4 Series, Base Module, Built-in Screws, Spring Terminals | 67X5670 96.92 SSieblZr 4 40mm Amber 26V all ASAE) 81.95 
@ SL4-PIB-D SLA Series, Base Module, Dual Mounting, Spring Terminals | 67X5667 | 170.70 @SLFELIEA 0mm). Arnbet +!  “1208, = G7X5022008 2720) 
@ SL4-PIB-IMH SL4 Series, Base Module, Spring Terminals 67x5669 | 93.39 @ SL4-BL24-8 AGmm.| I6lue 24 a 67X5629__|_ 127.90 
@ SL4-PIB-FW | SL4 Series, Base Module, Vertical Mounting, Spring Terminals | 67X5668 92.97 SSLCBL 1208: Arr Blue 120V = o75025 = 
@ SL7-SWD SL7 Series, Base Module, 100mm, Blade Termina 67X5735 | 206.71 SISLABLZEG 40mm __| Green call wall G7X5630_|_ 133134 
© SLT-FMS-100 SL7 Series, Base Module, 100mm, Screw Terminals 67X5720 | 204.04 ipiolinee leuee amin) Green a = G7X5624 | 139.16 
@ SL7-CB-100 SL7 Series, Base Module, 100mm, Spring Terminals | 67X5705 | 129.27 OSIFBLZER aOmp |= Red a wall 67X5631_| 133.69 
@ SL7-CB-T-100 | SL? Series, Base Module, 100mm, Threaded, Spring Terminals | 67X5702 | 122.59 OSLFELI20R 40min |. _Red aay. si 67X5625 | 139.19 
© SL7-FMS-250 SL7 Series, Base Module, 250mm, Screw Terminals __| 67X5721 | 204.97 deel Abram | White aN aN SEERA || 08 
@ SL7-CB-250 SL7 Series, Base Module, 250mm, Spring Terminals 67X5706 | 132.63 SStCEl 20 W 40mm | White 120V. = S7X55200 E3256 
@ SL7-CB-T-250 | SL7 Series, Base Module, 250mm, Threaded, Spring Terminals | 67X5703 | 147.14 OSl4BL24-Y | 40mm_| Yellow | av AVE X5633" |) 127o7 
@ SL7-FMS-400 SL7 Series, Base Module, 400mm, Screw Terminals 67X5722 | 234.98 @SLEBL 120-7 40mm Yellow 120V a C2627 139.16 
@ SL7-CB-400 SL7 Series, Base Module, 400mm, Spring Terminals 67X5707 | 144.35 esr bler fbr: Amber cad call G7XS EST Io i86 
@ SL7-CB-T-400 | SL7 Series, Base Module, 400mm, Threaded, Spring Terminals | 67X5704 | 160.88 WSETBEIZOK fmm Amber en = GLEE 166.68 
@ SL7-CB-IMS SL7 Series, Base Module, Built-in Screws, Spring Terminals | 67X5701 121.42 @SECELZEH {Omnin Blue oy wal CREE 140.37 
@ SL7-CB-D SL7 Series, Base Module, Dual Mounting, Spring Terminals | 67X5697 | 173.18 SStBLI20'8 Omni Blue 120V = G7X5CEE USL 
@SL7-CB-EMH |SL7 Series, Base Module, External Fixing Holes, Spring] 67X5698 | 119.21 @ SET B26 (Orme; Steen cad eal G7 X5003 | MAIAD:AG 
Terminals @ SL7-BL120-G 70mm Green 120V cea 67X5687 151.64 
@ SL7-CB-IMH SL7 Series, Base Module, Spring Terminals 67X5700 | 114.08 @ SL7-BL24-R 70mm Red 24V 24V 67X5694 143.73 
@ SL7-CB-FW SL7 Series, Base Module, Vertical Mounting, Spring Terminals | 67X5699 107.05 @ SL7-BL120-R 70mm Red 120V aut 67X5688 158.42 
@SL7/4-FW-T | SL7 Series, Mounting Bracket, Vertical, M20 Cable Gland, Metal | 67X5740 48.62 @ SL7-BL24-W 70mm White 24V 24V 67X5695 131.86 
@ SL7/4-FW SL7 Series, Mounting Bracket, Vertical, Plastic 67X5739 53.24 @ SL7-BL120-W 70mm White 120V ea 67X5689 91.17 
@ SL7/4-BET SL7 Series, Tool, Replacing Incandescent Bulb 67X5738 25.19 @ SL7-BL24-Y 70mm Yellow 24V 24v 67X5696 151.86 
PIM_212643 @ SL7-BL120-Y 70mm | Yellow 120V e 67X5690 166.94 
Multi-Strobe 
Acoustic Modules @ SL4-FL24-A-M 40mm | Amber 24 24V 67X5641 297.44 
- @ SL4-FL24-B-M 40mm Blue 24 24V 67x5643 | 297.44 
Sind ee wee jPrceEach = “eSI4FL GM 40mm | Green | _24V 2aV 67x5645 | 285.29 
Mfg. Part No. Level VAC vpc Stock No. 1+ @ SL4-FL24-R-M 40mm Red 24 24V 67X5647 170.31 
Continuous, Pulse - Acoustic Modules @ SL4-FL24-W-M 40mm White 24V 24V 67X5649 297.44 
@ SL4-AP24 80dB 2aV 24v 67X5621 123.82 @ SL4-FL24-Y-M 40mm | Yellow 24 24V 67X5651 199.84 
@ SL4-AP120 80dB 120V % 67X5620 118.47 Strobe 
@ SL7-AP24 100dB 24V 24V 67X5682 129.27 @ SL4-FL24-A 40mm | Amber 2a 24V 67X5640 | 398.12 
@ SL7-AP120 100dB 120V 7 67X5679 128.16 @ SL4-FL120-A 40mm | Amber 120V = 67X5634 | 245.42 
Continuous, Pulse - External Actuation @ SL4-FL24-B 40mm Blue 24V 24V 67X5642 228.12 
@ SL7-AP24-E 100dB 24 24V 67X5683 133.58 @ SL4-FL120-B 40mm Blue 120V 7 67X5635 | 245.44 
@ SL7-AP120-E 100dB 120V s 67X5680 133.46 @ SL4-FL24-G 40mm | Green 2a 24V 67x5644 | 298.12 
Multiple - Acoustic Modules @ SL4-FL120-G 40mm Green 120V e 67X5636 245.44 
@ SL7-AP24-M 100dB 24 24V 67X5684 199.53 @ SL4-FL24-R 40mm Red 24 24V 67X5646 149.08 
@ SL7-AP120-M 100dB 120V 7 67X5681 181.77 @ SL4-FL120-R 40mm Red 120V 7 67X5637 153.82 
PIM_5465117 @ SL4-FL24-W 40mm White 24V 24V 67X5648 228.12 
@ SL4-FL120-W 40mm White 120V a 67X5638 | 245.44 
Light Modules with LED @ SL4-FL24-Y 40mm | Yellow 24 24V 67X5650 | 298.12 
Sanh Sani RISE @ SL4-FL120-Y 40mm | Yellow 120V " 67x5639 | 245.44 
Lens Lens Voltage Voltage = @ SL7-FL24-A 70mm Amber 24V 24V 67X5714 243.09 
Mfg. Part No. Dia. Color VAC voc Stock No. 1+ @ SL7-FL120-A 70mm | Amber 120V Rs 67X5708 248.73 
Continuous @ SL7-FL24-B 70mm Blue 24 24V 67X5715 | 244.29 
@ SL4-L24-A 40mm__|_ Amber 24V 24V 67X5661__| 107.74 @ SL7-FL120-B 70mm Blue 120V 7 67x5709 | 248.73 
@ SL4-1120-A 40mm__|_Amber 120V 67X5655__ | 141.48 @ SL7-FL24-G 70mm | Green 24V 24V 67X5716 | 155.73 
@ SL4-L24-B 40mm Blue 24V 24V 67X5662 AiSt35) @ SL7-FL120-G 70mm Green 120V od 67X5710 166.34 
@ SL4-L120-B 40mm Blue 120V 67X5656__| 127.90 @ SL7-FL24-R 70mm Red 2a 24V 67X5717__| 269.75 
@ SL4-L24-G 40mm Green 24V 24V 67X5663 | 110.98 @ SL7-FL120-R 70mm Red 120V 7 67X5711 265.20 
OSi4li20-6 | 40mm _| Green| 120V_ | XGGST | 133-61 @ SL7-FL24W 7omm | White 24v 2av 67x8718_ | 243.72 
@ SL4-L24-R 40mm Red 24V 24V 67X5664 | 108.35 © SL7-FL120.W 70mm White 720V — 67x5712_| 259.36 
@ SL4-L120-R 40mm Red 120V 7 67X5658 | 127.57 @ SL7-FL24-Y 70mm | Yellow 24 24V 67X5719 147.24 
@ SL4-L24-W 40mm White 24v 24V 67X5665_| 66.06 @ SL7-FL120-Y 70mm | Yellow 120V . 67X5713 | 286.71 
@ SL4-L120-W 40mm White 120V = 67X5659 | 127.90 Pi Bae5i8 
@ SL4-L24-Y 40mm Yellow 24V 24V 67X5666 | 108.27 
@ SL4-L120-Y 40mm Yellow 120V . 67X5660 | 122.95 STACKLIGHTS - E26 SERIES 
@ SL7-L24-A 70mm | Amber 24V 24v 67X5729 | 127.14 
@ SL7-L120-A 70mm | Amber 120V a 67X5723 | 148.56 
@ SL7-L24-B 70mm Blue 24 24V 67X5730 | 122.01 
@ SL7-L120-B 70mm Blue 120V ss 67X5724 | 148.56 
@ SL7-L24-G 70mm Green 24 24V 67X5731__| 125.95 
@ SL7-L120-G 70mm Green 120V i 67X5725 148.56 
@ SL7-L24-R 70mm Red 24 24V 67X5732_| 121.10 
@ SL7-L120-R 70mm Red 120V a 67X5726 | 148.22 
@ SL7-L24-W 70mm White 24V 24V 67X5733 | 115.25 
@ SL7-L120-W 70mm White 120V 2 67X5727 | 83.89 
@ SL7-L24-Y 70mm Yellow 24 24V 67x5734 | 117.46 
@ SL7-L120-Y 70mm Yellow 120V - 67X5728 | 148.56 
> CONTINUED > > CONTINUED > 
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WARNING & SAFETY 


SIGNALING — STACKLIGHTS 


STACKLIGHTS - E26 SERIES (CONT.) 


@ Modular construction 

@ Multiple lens colors 

© Variety of lamp types and voltages 

®@ Mono-tonal, bi-tonal and intermittent audible 
alarms signal multiple conditions 

© Combination of visible and audible alarms @ No-tools assembly permits easy lamp replacement 


The E26 stacklight unit is a modular system that provides illuminated and audible status indication in all 
directions. Easily assembled plug-in modular units include constant, flashing and strobe light units, as well as 
monotonal, bi-tonal, intermittent audible alarms. Stacklights may be assembled in a variety of configurations. 
Several lamp, color and mounting options further enhance the stacklight’s versatility. 


@ Modular components reduce 
inventory requirements, increase 


RoHS 
Compliant 
ae Available 
flexibility 


® Steady and flashing modes allow one light to 


Supply Supply Price Each 
Lens No. of | Voltage | Voltage 
Mfg. Part No. Dia. Tiers VAC VDC Stock No. 1+ 
Amber, Green, Red - Steady - Assembled Units, Incandescent 
@ E26XWWL392W-V2 65mm 3 24V 24V 47K3291 es 
@ E26XWWL392W-V4 65mm 3 120V 120V 47K3292 ess 
Amber, Green, Red - Steady - Assembled Units, LED 
@ E26XWWLG1A1RIW-V2 65mm 3 24V 24V 47K3214 = 
@ E26XWWLG1A1R1W-V4 65mm 3 120V 47K3215 = 
Green, Red - Steady - Assembled Units, Incandescent 
@ E26XWWL32W-V2 65mm 2 24V 24V 47K3280 —- 
@ E26XWWL32W-V4 65mm 2 120V 120V 47K3281 cay 
Green, Red - Steady - Assembled Units, LED 
@ E26XWWLGIR1W-V2 65mm 2 24V 24V 47K3220 = 
@ E26XWWLG1R1W-V4 65mm 2 120V 47K3221 Es 
Price Each 
Mfg. Part No. Description StockNo. | 1+ 
@ E26BJU Extension Tube, Aluminium, Black, 160mm 47K2916 58.48 
@ E26BHU Extension Tube, Aluminium, Black, 20mm 47K2913 a 
@ E26BKU Extension Tube, Aluminium, Black, 360mm 47K2919 ese 
@ E26BMU Extension Tube, Aluminium, Black, 760mm 47K2925 151.85 
@ E26BRU Extension Tube, Aluminium, Black, Right Angle 47K2939 — 
@ E26BFV4 Flashing Base, 120V ac/dc 47K2900 — 
@ E26BFV2 Flashing Base, 24V ac/dc 47K2899 — 
@ E268121 LED, 24V ac/dc, Green, Steady 47K3029 103.77 
@ E26S117 LED, 24V ac/dc, Red, Steady 47K3025 103.77 
@ E26S123 LED, 24V ac/dc, White, Steady 47K3031 ees 
PIM_5411532 
AUDIBLE ALARM UNIT 
Supply Supply Price Each 
Sound Voltage Voltage 
Mfg. Part No. Depth Level VAC vbCc Stock No. 1+ 
2 Tone 
@ E26BNV2 42.9mm 90dB 24V 24V 47K2928 eee 
@ E26BNV4 42.9mm 90dB 120V 120V 47K2929 ee 
Intermittent 
@ E26BPV2 42.9mm 90dB 24V 24V 47K2931 es 
@ E26BPV4 42.9mm 90dB 120V 120V 47K2932 = 
Single 
@ E26BQV2 42.9mm 90dB 24V 24V 47K2935 es 
@ E26BQV4 42.9mm 90dB 120V 120V 47K2936 = 
PIM_5465106 
LIGHT MODULES 
Supply Supply Price Each 
Lens Lens Voltage Voltage 
Mfg. Part No. Dia. Color VAC VDC Stock No. 1+ 
Flashing, Steady - Light Module, Incandescent 
@ E26B9V2 65mm Amber 24V 24V 47K3012 es 
@ E26B9V4 65mm Amber 120V 120V 47K3014 ese 
@ E26B6V2 65mm Blue 24V 24V 47K3006 tet 
@ E26B6V4 65mm Blue 120V 120V 47K3008 = 
@ E26B2V4 65mm Red 120V 120V 47K2991 = 
@ E26B0V2 65mm Transparent 24V 24V 47K2984 — 
@ E26B0V4 65mm Transparent 120V 120V 47K2985 ek 
Flashing, Steady - Light Module, LED 
@ E26B3V2 65mm Green 24V 24V 47K2995 SS 
Flashing - Xenon Module 
@ E26BX2V2 65mm Red 24V 24V 47K2960 331.57 
@ E26BX2V4 65mm Red 120V 3 47K2961 = 
@ E26BX0V2 65mm Transparent 24V 24V 47K2957 — 
Steady - Light Module, Incandescent 
@ E26BW1V2 65mm Transparent 24V 24V 47K2955 ci 
Steady - Light Module, LED 
@ E26BA1V2 65mm Amber 24V 24V 47K2888 a 
@ E26BA1V4 65mm Amber 120V 47K2889 = 
> CONTINUED > 
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Light Modules (CONT.) 


Supply Supply Price Each 
Lens Lens Voltage Voltage 
Mfg. Part No. Dia. Color VAC VDC Stock No. 1+ 
Steady - Light Module, LED 
@ E26BB1V2 65mm Blue 24V 24V 47K2894 306.33 
@ E26BB1V4 65mm Blue 120V a 47K2895 = 
@ E26BG1V2 65mm Green 24V 24V 47K2908 — 
@ E26BG1V4 65mm Green 120V a 47K2910 ws 
@ E26BR1V2 65mm Red 24V 24V 47K2944 — 
@ E26BR1V4 65mm Red 120V 47K2946 = 
PIM_5465108 
ECONOMY MACHINE STATUS INDICATOR Edwards 
Signaling 
Aa 


Surface Mount 
® 3 High Preassembled Units @ Pipe Mount or Surface Mount 


@ Flashing or Steady-On © PLC Compatible A ®.. 


113 series Machlight® Stacklights are designed for machine and process control multi-status indication. Units 
have diffusion frensel lenses for wide area visibility. Lenses can be rearranged to suit your application. Surface 
mount units include mounting hardware. Pipe mount units include 10” (254) mounting pole with hardware for 
mounting to horizontal surfaces. 8” (203) wire leads. 


Pipe Mount 


Supply Supply Price Each 
Lens No. of Voltage Voltage 
Mfg. Part No. Dia. Tiers VAC VDC Stock No. 1+ 
Amber, Green, Red - Flashing - Pipe Mount 
113FP-RGA-AQ 51mm 3 24V 24V 22H5028 69.55 
113FP-RGA-N5 51mm 3 120V sis 22H5029 105.60 
Amber, Green, Red - Steady - Pipe Mount 
113SP-RGA-AQ 51mm 3 24V 24V 22H5033 99.89 
113SP-RGA-N5 51mm 3 120V 22H5034 75.63 
Amber, Green, Red - Steady - Surface Mount 
113SS-RGA-AQ 51mm 3 24V 24V 22H5035 99.89 
113SS-RGA-N5 51mm 3 120V es 22H5036 75.63 
PIM_75414 
ADAPTABEACON® ROTATING LIGHT ‘Edwards 
© Weatherproof s = fi a 
@ 75 Revolutions Per Minute igna ing 


Applications include: outdoor security areas - to alert 
passersby of a change of conditions inside. Noisy 
areas indoors - to warn or communicate. Direct or 1/2” 
NPT conduit mounted. Bayonet socket for easy lamp 
replacement. Feature long-life halogen bulb. For indoor 
and outdoor use. Lens must face up when mounted in 
outdoor application. Dia. 6”, height 8.5”. UL listed to 
120VAC, 60Hz. 240VAC also available. 


Supply Price Each 
Lens Voltage 
Mfg. Part No. Color VAC Stock No. the 
Rotating 
52A-G5-20WH Amber 24V 92F6432 547.21 
52A-N5-40WH Amber 120V 41B8677 607.83 
52B-N5-40WH Blue 120V 41B8680 546.05 
52R-N5-40WH Red 120V 41B8709 607.83 
PIM_2962 


LR SERIES, SIGNAL TOWERS 


PATLITE 
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SIGNALING — STACKLIGHTS 


LR SERIES, SIGNAL TOWERS (CONT) LED Unit (coNnT.) 
Supply | Supply Price Each Supply Price Each 
Lens | No. of | Sound | Voltage | Voltage Lens Lens Voltage 
Mfg. Part No. Dia. | Tiers | Level VAC VDC Stock No. 1-4+ Mfg. Part No. Dia. Color vbc Stock No. 1-1-9+ 
Amber, Blue, Green, Red, White - Continuous - Direct Mount LR5-E-R 50mm Red 24V 03AC6996 45.05 
LR5-502WJNW-RYGBC_ | 50mm 5 a ie 24V 03AC7102 173.70 LR6-E-B 60mm Blue 24V 03AC7105 55.56 
Amber, Red - Flashing - Multiple - Direct Mount LR7-E-Y 70mm Amber 24V 03AC7270 37.86 
LR5-202WJBW-RY 50mm 2 85dB a 24V 03AC7064 | 132.01 LR7-E-B 70mm Blue 24V 03AC7266 45.02 
Amber - Continuous - Direct Mount LR7-E-G 70mm Green 24V 03AC7268 45.02 
LR5-102WJNW-Y 50mm 1 sé i 24V 03AC7042 77.28 PIM_5673747 
Amber - Flashing - Multiple - Direct Mount se 
LR5-102WJBW-Y 50mm 1 85dB et 24V 03AC7039 | 123.40 LU7 SERIES MODULAR SYSTEM INDICATING LIGHT PATLITE 
Green - Continuous - Direct Mount LU7-USB USB Signal Tower 
LR5-102WJNW-G 50mm | 1 2 = 24V | 03AC7040 | 77.25 © USB bus power - no power supply Seeing 
Red, Amber, Green - Continuous - Direct Mount ‘ Eats (Visual Studio 2008 or later) Available 
LR5-302WJNW-RYG | 50mm] 3 7 7 24V_| 03AC7078 | 124.63 © Four kinds of flashing patterns C € @ 
LR7-302WJNW-RYG 70mm 3 aa i 24V | 03AC7286 | 129.70 © Adjustable alarm frequency (13 varia- 
Red, Amber, Green - Continuous - Pole Mount - Angle Bracket ‘i Nucor dine 80dB 
LR4-302QJNW-RYG 40mm | 3 ss ea 24V__| 03AC6949 | 140.66 © Supports a maximum of five tiers where 
LR6-302QJNW-RYG 60mm 3 a ie 24V 03AC7222 | 163.73 three tiers can be lighted simultaneously 
Red, Amber, Green - Continuous - Pole Mount - Circular Bracket : aie aided Hebel and DLL files 
LR4-302PJNW-RYG 40mm 3 i tp 24V 03AC6947 | 143.02 are downloadable from Patlite’s website 
LR6-302PJNW-RYG 60mm | 3 2 2 24V | 03AC7220| 144.31 (www.patlite.com) 
Red, Amber, Green - Continuous - Pole Mount - L Bracket ° Pal eras CEIROHSIECGIRG : 
LR4-302LUNW-RYG 40mm 3 ae ae 24V 03AC6943 139.18 © Supported OS: Windows 7, Windows 8 
ER6-S02LINWERYG Omi $ — — 24V' _|RUSAGT2IGH BESites = (acral for enhanced he lens colors for quick wiring verification in the 
Red, Amber, Green - Flashing - Multiple - Direct Mount abit pial any direction and distance base unit 
LR5-301WJBW-RYG 50mm 3 80dB os 12V 03AC7071 174.55 © FB type: 2 selectable built-in alarms with adjusta-  @ Interchangeable LED module with no re-wiring 
LR7-302WJBW-RYG 7omm | 3 | 900B is 24v__| 03AC7285 | 174.57 ble volume up to 90dB at 1m. even after installation ; 
; = © Installation: direct mount © Lens are impact and heat resistant polycarbonate 
Red, Amber, Green - Flashing - Multiple - Pole Mount - Angle Bracket © Color-coordinated terminal block corresponds to resin for superior durability and light transmission 
LR4-302QJBW-RYG 40mm 3 85dB he 24V 03AC6948 202.38 @ Available colors: red, amber, green, blue and clear 
Red, Amber, Green - Flashing - Multiple - Pole Mount - Circular Bracket Supply Price Each 
LR4-302PJBW-RYG 40mm | 3 85dB = 24V | 03AC6945 | 496.33 Lens Lens Voltage a 
LR5-302PJBWRYG | 50mm | 3 | 850B |... | 24v | o3ac7o75| 193.63 Mig.(Part No. Dia. a Woe stockiNe: ul 
LR6-3M2PIBW-RYG | 6Omm| 3 | 88cB | 240v |... | 03AC7209| 09073 SIUEES Forum Blue aN oatsced S380 
Red, Amber, Green - Flashing - Multiple - Pole Mount - L Bracket SRUEES grant ore ay oassee3 = 
LR4-302LJBW-RYG 4Omm 3 85dB 7 AV 03AC6941 184.20 @ LU7-E-R 70mm Red 24V 96H9680 = 
LR6-302LJBW-RYG comm | 3 | 6edB |... 2av_| 03Ac7214 | 189.13 eney. an = = SHOBES = 
Red - Continuous - Direct Mount eifobs 
LR5-102WJNW-R 50mm | 1 7 7 24v | 03AC7041 | 75.76 ene ASs fOr ale ral ZiM6I2 = 
@ LU7-XE-G 70mm Green 24V 2179773 ay 
|PriceEach = @LU7-XE-R 70mm Red 24 47M0743 = 
Mfg. Part No. Description Stock No.|  1-1-9+ @ LU7-XE-C 70mm Transparent DAV 21M6491 za 
LR4-02WJNW Body Unit, 40mm, 24VDC, Direct Mount, Off White 03AC6845 51.04 @ LU7-XE-Y 70mm Yellow AV 21M6493 = 
LR4-02QJNW Body Unit, 40mm, 24VDC, Pole Mount, Angle Bracket, Off | 03AC6843 56.34 
White Price Each 
LR4-02LJNU Body Unit, 40mm, 24VDC, Pole Mount, L Bracket, Silver |03AC6839| 4102.34 Mfg. Part No. Description Stock No. 1-1- 
LR5-02WTNU Body Unit, 50mm, 24VDC, Direct Mount, Terminal, Silver | 03AC7005 63.07 LU7-02SK-USB Base Module, USB, Integrated Alarms, Black 43Y2600 = 
LR5-02PJNW ‘| Body Unit, 50mm, 24VDC, Pole Mount, Circular Bracket, Off | 03AC7002 71.38 LU7-02S-USB Base Module, USB, Integrated Alarms, Grey 43Y2599 = 
White @ LU7-02FB Base Unit, 24VDC, Flashing, Buzzer 09/4672 = 
LR5-02LINW Body Unit, 50mm, 24VDC, Pole Mount, L Bracket, Off White | 03AC7004 81.25 PIM_80285 
LR6-M2PJNW | Body Unit, 60mm, eee bie Mount, Circular Bracket, |03AC7110|} 109.74 
ite 
[R6-02PJNW | Body Unit, 60mm, 24VDC, Pole Mount, Circular Bracket, Off |03AC7115| 147.39 VOICE AND SOUND MODULE 
White Pees tne Price Each 
LR6-02LUNW Body Unit, 60mm, 24VDC, Pole Mount, L Bracket, Off White | 03AC7113 82.59 oun 
LR7-02WTNU | Body Unit, 70mm, 24VDC, Direct Mount, Terminal, Silver [03AC7273| 14.63 ae No. Depth evel we ote ut 
SZP-002U Bracket, Circular, Aluminum, N Type 03AC7304 23.52 LUT-LB 100.5mm 70008 AV Hyo752 = 
SZL-001 Bracket, L Style, Aluminum, T Type 03AC7302 9.03 
SZK-001U Bracket, Wall Mount, Aluminum, N Type 03AC7297| 26.09 PIMconTetes 
POLE22-1000AT Pole, Aluminum, 1000mm, T Type 03AC7296 41.14 
en MOUNTING BRACKETS PATLITE 
~ C2 =. = 
Buzzer Unit / : : 
Supply Price Each 4 Nad 
Sound Voltage 
Mfg. Part No. Level VDC Stock No. 1-9+ @ @ 
Multiple - Off White, 50mm —— 
LR5-BW. | 85dB 24V 03AC6992 48.10 $z-010 SZ-ott $7.017 $7-903 
Multiple - Silver, 40mm Price Each 
LR4-BU | 85dB 24v 03AC6830 44.14 Mfg. Part No. Description Stock No. [=] 
Multiple - Silver, 50mm $Z-903 Adapter, 1/2” NPT 07H2314 = 
LR5-BU 85dB 24V 03AC6991 47.15 @SZ-011 Mounting Bracket, 17.3mm Dia. 07H2311 as 
PIM_5673745 @ SZ-010 Mounting Bracket, 21.7mm Dia. 07H2310 ae 
ee $Z-017 Mounting Bracket, Wall, 21.7mm Dia. 07H2313 = 
LED Unit @ SZ-50T Mounting Pole, Base, 70mm 40P3355 pea 
@ SZ-50L Mounting Pole, Wall, 70mm 09/4674 79.86 
PIM_74192 
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HARMONY® XVU SERIES, MODULAR TOWER S h id HARMONY XVGU USB TOWER LIGHT (CONT.) 
LIGHTS Cc nel er @ Unique one-piece LED tower design, 60mm dia. © Power and signaling intelligently managed by 
& Electric @ Three configurable multi-colored LED layers the HMI 
® Two-tone buzzer with three level volume control @ Installation options, on direct base or pole 
= and four colors mounting plate 
© Variety of signal patterns (flashing / non-flashing @ USB cable with clamp to prevent unintended 
lights) removal. 


The Harmony XVGU tower light consists of three configurable multi-colored LED layers and a buzzer unit. No 
PC is required — all configuration settings are done through Vijeo™ Designer on Magelis HMI advanced panels 
to simplify the process. 


Supply Price Each 
Lens No. of Sound Voltage 
Mfg. Part No. Dia. Tiers Level VDC Stock No. 1-5+ 
Transparent - Flashing, Steady - Buzzer - Direct Mount 
@ XVGU3SWV 60mm ee sv |__49v7294 182.43 
Transparent - Flashing, Steady - Buzzer - Tube Mounting with Fixing Plate 
@ XVGU3SHAV 60mm 3 85dB 5V 49Y7293 199.91 


PIM_5445163 


HARMONY® XVR ROTATING MIRROR BEACONS ‘ 
PRE-WIRED ROTATING MIRROR BEACONS — Schneider 


WITHOUT BUZZER 
@ Pre-wired with superbright LEDs for long-distance visual RoHS _ 
© Super bright LED tomer needs for installation (for use on horizontal signaling ; Geeeinpian 
© Easy installation and mounting without use of or vertical support) © IP 23 rated degree of protection 
any tools © Power integrated base units with two voltage © Rated impulse withstand voltage: 0.8kV A G 
© Simple assembly due to the indicator marks on solutions (24V and 100V to 240V) which reduces © Flashing frequency: 2.3Hz 
the units the stock reference for LED units @ Sound level (continuous or intermittent tone) at 1m: 
© Steady, blinking, flashing, or rotating multi-colored © @ High degree of protection against dust and water 50..90dB ;: 4 
LED unit for energy-efficient high priority signaling © © 100% configurable sound © Operating temperature: -10°C to +50°C 
@ Flexible mounting unit which supports various cus- 
The Harmony XVU modular range of tower lights are visual and audible signaling units indicating various 
states,operation sequence or installation of a machine. Their reduced diameter (60mm) makes themsuitable 
for use on small equipmentand their aesthetic design distinguishes them from other tower lights. 7 
Supply Supply Price Each 
Supply Supply Price Each Lens Lens Voltage Voltage ise 
Lens Lens Voltage Voltage Mfg. Part No. Dia. Color VAC vbc Stock No. 1-1-5+ 
Mfg. Part No. Dia. Color VAC VDC Stock No. 1-1-24+ Rotating 
Flashing @ XVR08B06 84mm Blue 24VAC 24VDC 09P7693 320.15 
@ XVUCHE Som Blue cans cal USAG225208 Mba © XVROBBO5 64mm | Orange | 24VAC | 24vDc | o9P7e92 | 219.44 
SANUS Somme -i}_<oteen aN aN. OSAC225915 | BNGEISS © XVRO8B04 édmm Red zavac | 24v0c_ | o9p76s1 | 3a.28 
exvucss | 60mm_| Orange | AVANCE @ XVRI0N06 106mm Blue Tavac | t2vDc | _ 09P7705 = 
enue 60ram Bed “asd Cal Uae) || 6427 @ XVR10B06 106mm Blue 2avAC | 24vDC | 09P7701 | 252.80 
© xvuc47 eva wine cass aN. O3AC225355)| 63195 @ XVR10B04 106mm Red zavac | 24vDc | 09P7699 | 245.45 
@ XVUC48 60mm Yellow 24V 24V 03AC2254 64.27 
= - PIM_210225 
Flashing, Rotating, Steady 
@ XVUC29P 60mm ahs 24V 24V 03AC2248 
aces PRE-WIRED ROTATING MIRROR BEACONS — WITH BUZZER 
| Price Each” Supply Supply Price Each 
Mfg. Part No. Description Stock No. 1-1-24+ Lens Lens | Sound | Voltage | Voltage lecee eee 
XVUC21M Base Unit, Black, 240V AC 24X0088 65.98 Mfg. Part No. Dia. Color Level VAC VDC Stock No. 1-5+ 
XVUC21MP Base Unit, Black, 240V AC, PNP 24X0089 80.39 Rotating - Buzzer 
XVUC21B Base Unit, Black, 24V AC/DC 24X0086 35.92 @XVR12B04S | 120mm | Red 90dB_ | 24VAC_ | 24VDC_| 09P7709 | 446.00 
XVUC21MQP Base Unit, Silver, 240V AC 24X0090 = PIM_5478620 
XVUC21BQ Base Unit, Silver, 24V AC/DC 24X0087 37.87 
XVUZ400 Fixing Plate, Aluminium, Black, 400mm 03AC2259 46.47 Audio & Visual Signal Indicator Units 
XVUZ800 Fixing Plate, Aluminium, Black, 800mm 03AC2261 72.35 Supply Supply Price Each 
@ XVUZ12 Fixing Plate, Vertical Support, Black 03AC2257 29.17 Lens Lens Sound | Voltage | Voltage 
@ XVUZI00T Metal Braket, Aluminium, Black, 100mm, P42] 03AC2256 | 45.40 = we ran Ne. Dia, | Color _| Level | VAG VDC | StockNo. | _ 1-5+ 
@ XVUZ250T Metal Braket, Aluminium, Black, 250mm, IP42 03AC2258 | 67.59 otating - Buzzer a <r me ARE 
@ XVUZA00T Metal Braket, Aluminium, Black, 400mm, P42 | 03AC2260 | 67.04 SO XAVRIEBIMS mm _|..Re 446.00 
PIM_5511103 
PIM_5670295 
Audible Unit HARMONY XVU TOWER LIGHTS Schneider 
Supply Supply Price Each & Electric 
Sound Voltage Voltage eres 
Mfg. Part No. Depth Level VAC VDC Stock No. 1-9+ SS 
Continuous, Pulse 
@ XVUC9OVP 155mm 86dB 24V 24V 03AC2255 194.63 
PIM_5670308 | 


HARMONY XVGU USB TOWER LIGHT Schneider LED UNIT LED UNIT BUZZER UNIT BODY UNIT 


= @ Electric rs l= ¥ we 
RoHS tS 
ai Seb rnin | | CE 


ri RoHS 
7 Gee simon 
| == Available 
-*® BODY UNIT MOUNTING UNIT MOUNTING UNIT 
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HARMONY XVU TOWER LIGHTS (CONT.) 


@ Innovative and sleek design 


speeds) with the multi-color unit 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


EZ-SCREEN® SAFETY LIGHT CURTAINS (CONT.) 


® Stackable up to 5 lens units or 4 lens units anda @ Available sound unit (buzzer) with up to 85 dB No.of | Sensing Beam Protection Price Each 
buzzer, per tower volume Mfg. Part No. Beams Range Spacing Height Stock No. 1-2+ 
© Six super bright illuminated signaling units (no bulb ® Quick and flexible installation 2PNP 
to replace) — available in red, orange, green, blue, ® Two body colors — black or silver with 24 VDC or 
yellow (multi-color unit only), and white 100 - 240 VAC voltage options (PNP or NPN) @ SLSP14-1200088 160 6m 14mm 1.2m 35K0374 | 5152.05 
© Seven light pattern options — steady, blinking (two © IP 65 for illuminated units, with no additional @ SLSP30-300Q88 20 18m 30mm 300mm 30K6995 1555.78 
speeds), flashing (two speeds), or rotating (two sealing kit needed and IP 54 for buzzer @ SLSP30-600088 40 18m 30mm 600mm 30K6996 2081.17 
The Schneider Electric Harmony™ XVU tower light range offers a clean, innovative design that enhances = = 
appearance. The color-selectable indication and sound-selectable indication increase the options for machine @ SLSP30-900088 60 18m 30mm 900mm SUA Bet) 
alarms. The 60 mm tower lights offer high-quality, true-color, bright LED modules with six color choices and @ SLSP30-1200Q88 80 18m 30mm 1.2m 30K6994 | 3593.59 
sound unit option that enable users to create a configuration best suited to their application needs. The Harmony @ SLSP30-1500088 100 18m 30mm 4.5m 35K0399 4350.71 
XVU tower lights enable quick and flexible installation, either directly on the machine, with a 100 mm pole, or = 
with an adjustable pole. It can also be mounted upright, at an angle, or on the wall using a three-in-one flexible @ SLSP30-1800088 120 48m 30mm 1.8m $5K0403 5106.92 
mounting base. Priceleach 
‘ i bevaad Supply Price Each Mfg. Part No. Description Stock No. | 1-1-2+ 
ens ens foltage foltage 
Mfg. Part No. Dia. Color VAC VDC StockNo. | 1-1-5 WDE eID Goraseti M2 4.9m S9H1043) | 36.01 
Flashing, Rotating, Steady @ QDE-825D Cordset, M12, 8m 99H1044 | 40.87 
TTT : 60mm DAV DAV 24x0096 105.43 @ IM-T-11A Interface Module, 2NO redundant outputs & 1NC auxiliary contact | 20H8975 181.84 
Steady @ |IM-T-9A Interface Module, 3NO redundant outputs 20H8976 181.84 
XVUC26 60mm Blue 2av 24v 24x0094 46.87 PIM_84777 
XVUC23 60mm Green 24V 24V 24X0091 46.87 
XVUC25 60mm Orange 24V 24V 24X0093 48.25 F3SJ-A SAFETY LIGHT CURTAINS 
1 
XVUC24 60mm Red 24v 24v 24X0092 45.95 © Cascaded designs possible 4 segments, up to AUTOMATION & SAFETY Sti 
XVUC27 60mm White 24V 24V 24X0095 46.87 Pie beams ; RoHS 
@ Warning zone function, partial muting, position Gee tinoiat 
@ XVUC28 60mm Yellow ay 2 e220 gee detection muting, fixed blanking, floating blanking Available 
BRE toma Device Moning, wo PNP sate C € 
see ear cee xternal Device Monitoring, two safety 
Mfg. Part No. Description Stock No. 1-1-5+ out ar: 
: puts, one NPN auxiliary output 
XVUZ05 Adjustable Pole, Black 24X0103 106.88 © Cross-talk prevention range selection @).. 
XVUC21M Base Unit, Black, 240V AC 24X0088 65.98 Resolution: 14mm (0.55 in.), 20 mm (0.79 in.), 30 
XVUC21MP Base Unit, Black, 240V AC, PNP 24x0089 80.39 See te 2 ys oe Pie lie 
XVUC21B Base Unit, Black, 24V AC/DC 24x0086 35.92 resolution and protected height. Protected heights: 14 
XVUC21MQP Base Unit, Silver, 240V AC 24X0090 = mm protected heights from 245 to 1631mm (9.6 to 64 
waren Gass VAGOS | —aoer_—[-arar_ Omar aon oa fon 5 
XVUC020 Body Extender, 60mm, Black 24X0084 54.37 (10.6 to 97 in.). Very compact size - 30 x 24 mm (1.18 
XVUC020Q Body Extender, 60mm, Silver 24X0085 = x 0.94 in.). lea poe Eger raped 
= programming software. F afety Controller. 
XVUZ02 Fixing Plate, 100mm, Black 2EOi1 41.45 Weld shields. IP67 enclosures. Multiple mounting options. 
XVUZ02Q Fixing Plate, 100mm, Silver 24X0102 41.45 : = 
@ XVUZ03 Mounting Plate, Direct, Black, 2 Pins 72Y0022 33.53 3PST-NO/ SPSTNC 
@ XVUZ04 Mounting Plate, Direct, Black, 4 Pins 72Y0023 33.53 @ F3SJ-A1805P20 120 7m 15mm 7.805m OIN4757 = 
XVUZO1Q Mounting Plate; Siver 2Ax100 Ze © F38J-A1920P30 80 7™m 25mm 192m | O1N4758 = 
PIM 211802 @ F3SJ-A0425P20 28 9m 15mm 425mm 01N4745 | 2087.71 
@ F3SJ-A0515P20 34 9m 15mm 515mm 01N4746 2344.30 
BUZZER UNITS @ F3SJ-A0725P20 48 9m 15mm 725mm 01N4749 — 
Supply Supply Price Each @ F3SJ-A0815P20 54 9m 15mm 815mm 01N4750 = 
afar bail Sound | Yotge | Votege ae as © F38J-A0905P20 60 om 1mm 905mm | 01N4751 | 4320.59 
Adjustabl e - Black . @ F3SJ-A1205P20 80 9m 15mm 1.205m O1N4754 = 
@ XvUCOV 146.5mm 86dB DAV AV 72¥0021 qaoles @ F3SJ-A1505P20 100 9m 15mm 1.505m 01N4755 — 
Continuous, Intermittent - Black @ F3SJ-A0245P30 10 9m 25mm 245mm 01N4741 os 
XVUCES 5émm 858 a EL 24x0097 | 6558 ess EAez0rat a gm 25mm _| 320mm _|RRCANSTAS HS EaISAtGs 
Continuous, Intermittent - Sliver - @ F3SJ-A0420P30 17 9m 25mm 420mm 01N4744 1597.85 
XVUC9SQ 58mm 8508 Dav DAV 74x0098 aie @ F3SJ-A0820P30 33 9m 25mm 820mm 50M2027 = 
@ F3SJ-A0920P30 37 9m 25mm 920mm 50M2031 = 
ipa @ F3SJ-A1620P30 65 9m 25mm 1.62m 01N4756 ca 
PIM_114879 
EZ-SCREEN® SAFETY LIGHT CURTAINS @ 
eG niktobuethoasnatarl BANNER 
compact but robust housing for large power presses XPS MC SERIES PREVENTA™ CONFIGURABLE e 
© Range up to18 m with 30 mm resolution and 6 m sensot it 
waa cea more sensors moresciufons§AFTEY CONTROLLERS Schneider 


© Cascade up to 4 pairs of light curtains with unlimited 


beams 
© Trip/ Latch, Fixed 
remote teach fixed 
@ Flexible wiring sch 
troubleshooting 


@ Two 7-segment displays and LED indicators showing 


and floating blanking standard, 
blanking models available 
eme for easy assembly and 


RoHS — 

Compliant 

Available 
(OF 


© Simple to use drag and drop software for configuration 
of XPSMC 

© Narrow enclusure reduces panel space and DIN rail 
space requirements 


@ Electric 
RoHS 

Gee tinoiat 

Available 


diagnostic information 
@ Available with nickel-plated ESD-safe housing 
© CE Type 4; Category 4 PLe and SIL 3 safety ratings 


No. of Sensing Beam Protection Price Each 
Mfg. Part No. Beams Range Spacing Height Stock No. 1-2+ 
2PNP 
@ SLSP14-300088 40 6m 14mm 300mm 30K6991 2037.28 
@ SLSP14-450088 60 6m 14mm 450mm 30K6992 2558.37 
@ SLSP14-600088 80 6m 14mm 600mm 30K6993 3076.25 
@ SLSP14-900088 120 6m 14mm 900mm 35K0390 3498.04 
> CONTINUED > 


© Multiple communication networks available @) G 
© Cost effective alternative to using safety relays 

@ Reduces installation and troubleshooting time 

@ Rated for Category 4, PL “e”, and SIL3 

XPSMC safety controllers provide the logic for safety related 


systems and monitor 
stops or safety inter 
should be allowed to 


in accordance to US, European, and international safety 
standards. The easy use drag and drop software simplified 


he various inputs such as emergency 
locks, and determine if the machine 
tun or if the machine needs to stop, 


the development of safety related systems. 


No. of Price Each 
Mfg. Part No. Description Inputs Outputs Stock No. 1-5+ 
@ XPSMC16Z Modbus® Serial ie is 34M0430 1967.69 
@ XPSMC32Z Modbus® Serial 32 10 34M0433 2579.58 
@ XPSMC16ZC Modbus® Serial, CANopen 16 10 34M0431 2361.26 
@ XPSMC32ZC Modbus® Serial, CANopen 32 10 34M0434 2951.55 
> CONTINUED > 


1186 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


XPS MC SERIES PREVENTA™ CONFIGURABLE SAFTEY CONTROLLERS 
(CONT.) 


WARNING & SAFETY 
AFETY — CONTROLLER 


XPS SERIES PREVENTA™ SAFETY RELAY 


MODULES 


Sepacet 


No.of Price Each © Simple to use 
Mfg. Part No. Description Inputs Outputs StockNo. | 1-5+ ° rate for machinery with few safety related Gesimpian 
@ XPSMC16ZP Modbus® Serial, Profibus 16 10 34M0432 = © No programming required Available 
@ Wide variety of safety functions to select from @) @G 
@ XPSMC32ZP Modbus® Serial, Profibus 32 10 34M0435 | 3213.91 © Dual voltage versions available 
@ Removable terminals allow easy installation and 
: replacement 
Price Each Safety relays provide the logic for safety related systems 
Mfg. Part No. Description Stock No. 1-1-5+ and monitor the various inputs such as emergency stops 
XPSMCCPC Adaptor for RJ45 socket/PC connection cables 20K4680 84.44 or safety interlocks, and determine if the machine should 
, be allowed to run or if the machine needs to stop, in 
@ TSXPCX1031 Cable to PC serial port (SUB-D9) 20K4233 393.01 accordance to US, European, and international safety 
XPSMCWIN Configuration Software for XPSMC. 20K4685 | 1168.03 standards. 
@ XPSMCTS16 Plug-In Connectors with Screw Terminals for XPSMC16Z | 20K4683 81.66 Coil Contact Price Each 
@ XPSMCTS32 Plug-In Connectors with Screw Terminals for XPSMC32Z | 20K4684 99.23 Mfg. Part No. Voltage | Current Contacts Stock No. 1+ 
@ TSXCUSB485 RJ45/PC USB port converter 34M0230 = DIN Rail 
PIM_196171 XPSAC5121P 24V 1.5A 3PST-NO 89H6659 — 
@ XPSAF5130P 24V 1.5A 3PST-NO 3907302 = 
ES5R SAFETY RELAYS A e @ XPSAFL5130P 24V 1.5A 3PST-NO 89H6660 = 
ry @ XPSAV11113P 24VDC 1.25A 6PST-NO 89H6663 — 
RoHS @ XPSAK311144P 24VDC 1.5A 3PST-NO 8006921 = 
Gap singin @ XPSAK351144P 2avoc | 1.54 3PST-NO 8006923 = 
@ XPSBF1132P 24VDC 1.5A DPST-NO 20K4678 Es 
@) @ @ XPSVNE1142P 24VDC 1.5A SPST-NO, SPST-NC | 11R2098 = 
@ XPSAR351144P 24VDC 2A 7PST-NO 89H6662 = 
@ ESRS5-NO-31-24VAC-DC 24VDC 6A 3PST-NO 4172720 587.72 
@ XPSDMB1132P 28VDC 1.5A DPST-NO 89H6664 —_ 
@ XPSDME1132P 28VDC 1.5A DPST-NO 89H6665 —_ 
@ XPSAC3421P 115V 1.5A 3PST-NO 89H6658 _ 
@ XPSVNE3442P 115VAC 1.5A SPST-NO, SPST-NC | 11R2099 761.87 
PIM_196175 
© UL, cUL certifications and TUV Rhineland © Multi-voltage versions (24-230 Vac/Vdc) for A 
functional safety certifications flexibility XPSBCE SERIEA PREVENTA™ SAFETY RELAY Schneider 
© Applicable for EN 60204 stop categories 0 or 1 © Delayed and non-delayed contact expansions MODULES 


@ Plug-in screw terminals for fast and fault-free 
replacement 

Eaton’s ESR5 safety relays provide optimal safety and a high degree of reliability on plant machinery. 

Applications that meet the highest safety requirements in accordance with EN 954-1, EN ISO 13849-1 up to PL 

e and accordance with IEC 62061 up to SILCL 3 can be realized with the ESRS5 safety relay. Compatible with 

a wide variety of safety devices such as emergency stops, rope pulls, two-hand control stations, light curtain 

(OSSD), gate enable devices, and safety switches. 


accommodate a wide variety of applications 


Coil Contact Price Each 
Mfg. Part No. Voltage Current Contacts Stock No. 1+ 

DIN Rail 

@ ESR5-NV3-30 24VDC 3A DPST-NO 4172721 773.78 
@ ESRS5-NO-41-24VAC-DC 24VDC 4A 4PST-NO 4774258 476.58 
@ ESRS5-NE-51-24VAC-DC 24VDC 4A 5PST-NO 4172717 593.22 
@ ESRS5-NZ-21-24VAC-DC 24VDC 4A DPST-NO 4172722 679.70 
@ ESR5-NO-31-24VAC-DC 24VDC 6A 3PST-NO 4172720 587.72 
@ ESR5-VE3-42 24VDC 6A 4PST-NO 4172723 461.63 
@ ESR5-NO-31-230VAC 230VAC 4A 3PST-NO 4172719 404.82 
@ ESR5-NO-31-AC-DC 230VAC 4A 3PST-NO 4172718 = 
PIM_196168 
SAFETY RELAYS 


OomRON 


Ly 
AUTOMATION & SAFETY Sti 


RoHS _ 
Compliant 
Available 


G Electric 


© Electrical monitoring of two-hand control stations 
@ Removable terminal block RoHS | 
© Contacts: DPST-NO/SPST-NCS Gee sinpian 
vailable 
Coil Contact Price Each 
Mfg. Part No. Voltage Current Contacts Stock No. 1-4+ 
DIN Rail 
@ XPSBCE3110P 24V 1.5A DPST-NO 45W6725 = 
@ XPSBCE3410P 24V 1.5A DPST-NO 45W6727 zs 
@ XPSBCE3410C 24V 1.5A DPST-NO 45W6726 =a 
@ XPSBCE3710P 24V 1.5A DPST-NO 45W6729 = 
@ XPSBCE3110C 24V 1.5A DPST-NO 45W6724 = 
@ XPSBCE3710C 24V 1.5A DPST-NO 45W6728 — 
PIM_210236 
EMERGENCY STOP SAFETY MODULES ® 
BANNER 
more sensors, more solutions 


© Monitors Normally-Closed Emergency Stop Switch 
Circuit for Contact Failure or Wiring Fault 


# Osa 
=f 3 Available 


RoHS 


@ Multiple Redundant Output Switching Channels 


for Connection to Control-Reliable Power Interrupt 


@ Input Monitoring Circuit Uses Diverse-Redundan\ Circuits 
; i ; : Design 
Ee ne er einy Sncemal ne ie cat] Cae [ee 
© Adjustable ‘OFF-Delay’ Time CE Compliant Mfg. Part No. Voltage Current Contacts Stock No. 1-2+ 
@ Positive, Force-Guided Contacts DIN Rail 
Coil Contact Price Each @ ES-FA-9AA 24V 6A 3PST-NO 02H6515 243.72 
Mfg. Part No. Voltage Current Contacts Stock No. 1-4+ @ GM-FA-10J 24V 6A SPST-NO, SPST-NC 02H6596 409.36 
DIN Rail, Panel @ EM-T-7A 24VDC 6A DPST-NO 02H6503 225.77 
@ G9SA-301 240VAC 5A 3PST-NO 29€7715 367.08 For Use Price Each 
PIM_68370 Mfg. Part No. Type With Stock No. 1-1-2+ 
@ ES-UA-5A a = 20H6285 384.61 
@ SI-MAG1SM Magnetic Safety Switch Model Photoelectric Sensor 21H7935 ess: 
PIM_74185 
1.800.463.9275 * newark.com elementiu 1187 


WARNING & SAFETY @ Indicates RoHS Compliant 4] Find Datasheets Online 


SWITCHES — SAFETY INTERLOCK 


MICRO SWITCH™ HAZARDOUS LOCATION BX Honeywell XCS SAFETY INTERLOCK SWITCH AND KEYS (CONT.) 


@ Small size allows installation in tight spaces or 
where there are issues with mounting standard 


° fety interlock 
MES SAFETY INTERLOCK SWITCH AND'KEYS Schneider ° XCSDMA and XCSDM4 devices are SIL rated for 


GLOBAL EXPLOSION PROOF Price Each 
SWITCHES Mfg. Part No. Contact Current AC Contact Voltage AC Stock No. 1+ 
Features: RoHS _ 
© European approved tapered thread design Gee timoiat we xCOMESEe Ls lu BaH6628 erste 
© Weather sealed for outdoor applications @ XCSMP70L2 2.58 300V 89H6629 210.12 
© Low temperature tolerance to -40°F @) G @ XCSMP79L2 2.5A 300 V 68H8185 197.38 
© 10A rating with option of silver or gold @ XCSMP80L2 2.5A 300 V 89H6630 251.86 
© Ideal for use in control valves and actuators 
in oil and gas, and other potentially explosive @ XCSM3710L2 8A 240V 640697 279.83 
environments @ XCSD3710N12 6A 240V 64M0700 241.94 
Specifications: 6A 300 V 16B3212 
© ATEX approved @ XCSE7313 756.96 
© NEMAVUL 1, 3, 4, 6, 7 (Class 4, Division 1, @ XCSTE7313 8A 300V 1708206 378.48 
Groups B, C, D), 9 (Class 2, Division 1, Groups @ XCSTE7333 6A 300 V 1708207 409.04 
ea (Class 2, Division 1, Groups E, XCSPA593. 10A 300 V 16B3220 115.55 
@ EExd IIC T6 category Il 2 GD, SIRA)) ATEX XCSA703 10 300V 16B3209 | 254.20 
1037X XCSB703 10A 300 V 7208363 335.44 
i : : © CSA file LR57327 
er a i amc @ -40°C to 70°C (-40°F to 158°F) XCSPA793 10A 300V 1683221 | 155.06 
RISER XCSC723 10A 300 V 89H9515 — 
Operating pmce cach ~—@ XCSC703 10A 300 V 16B3211 
Mfg. Part No. Actuator Contacts Force Stock No. 1-9+ S820 
@ BXC3K Pin Plunger SPDT-1NO,SPDT-NC 17.79N 7143449 1243.64 For Use [Price Each 
@ BXAAL Side Rotary DPST-NO,DPST-NC 0.45N 85C6608 866.72 Mfg. Part No. With Stock No. 1+ 
@ BXA3K Side Rotary SPDT-1NO,SPDT-NC 0.45N 85C6607 670.79 XCSZ01 Schneider XCSA, XCSB or XCSC Series Safety Interlock Switches | 16B3223 26.11 
PIM 90376 XCSZ02 Schneider XCSA, XCSB or XCSC Series Safety Interlock Switches | 16B3224 26.24 
_ XCSZ03 Schneider XCSA, XCSB or XCSC Series Safety Interlock Switches | 16B3225 82.41 
XCSZ05 Schneider XCSA, XCSB or XCSE Series Safety Interlock Switches | 16B3226 | 266.11 
MICRO SWITCH™ SAFETY INTERLOCK SWITCHES Honeywell XCSZ11 | Schneider XCSPA, XCSTA and XCSTE aa Safety Interlock | 16B3227 | 49.47 
GKE SERIES DUAL ENTRY KEY- ewiched 
OPERATED XC8Z12 | Schneider XCSPA, XCSTA and XCSTE Series Safety Interlock | 1633228 | 19.74 
Features: opin fang Switches 
@ Environmentally sealed omnplan 5 a 
@ Lowand high voltage energy capability Available XCSZ13_ | Schneider XCSPA, XCSTA snag Series Safety Interlock | 16B3229 48.64 
@ Ideal for use in small doors and aperture - - 
© Designed to detect if key is inserted or removed XCSZ14 | Schneider XCSPA, XCSTA and XCSTE Series Safety Interlock} 16B3230 19.75 
© Glass filled polyester body Switches 
© Top and front key entry x @ XCSZ21 Schneider XCSPA, XCSTA and XCSTE Series Safety Interlock} 16B3231 43.14 
@ Miniature footprint: (3.63” x 1.2”) Switches 
) a and 90° keys available sold separately @ XCSZ81 Schneider XCSMP Series Safety Interlock Switches 89H6634 27.83 
Sacineatioen ‘ @ XCSZ83 Schneider XCSMP Series Safety Interlock Switches 89H6635 43.56 
@ 1NC/1NO and 2NC (Positive break on NC @ XCSZ84 Schneider XCSMP Series Safety Interlock Switches 89H6636 24.39 
contacts) © |P66; NEMA/UL 1, 12, 13 ; : : 
© -25°C to 85°C [-13°F to 185°F] © CCC, IEC 947-5-1, EN60947-5-1 @ XCSZ85 Schneider XCSMP Series Safety Interlock Switches 89H6637 45.40 
PIM_2730 
Price Each 
Mfg. Part No.| Contacts | Contact Rating AC | Contact Rating DC | Terminals | Stock No. 1-4+ 
Dacca IDPSTG00VGA 1050, 298A | Screw |a0meoieaaaoe NON CONTACT SAFETY INTERLOCK SWITCHES 7 
@ GKEA03L |D P ST -|600V,6A 250 V, 2.8A Screw | 20M6916 | 116.25 
fie. XCSDM SERIES Schneider 
SPST-NC Features ectric 
DPST-NC |600V, 6A 250 V,2.8A S 20M6932 = ® Non-Contact Safety interlock switches do not require RoHS 
soe — contact between the switch and actuating key for compra 
Price Each operation, making them ideal for use where there are >, 
Mfg. Part No. Description Stock No. 1-1-4+ eee or vibration issues. g @) G 
YesGKZ52M Key, 20°, GKE & GKM Series 15M0241 17.74 @ Designed for use in wet and washdown Z 
YesGKZ51M Key, Straight, GKE & GKM Series 83F5728 17.34 areas, making them ideal for food and beverage Z 
PIM. 89714 applications Z 


2 
Z 
Z 
Z 
Z 
Z 
Z 
Z 
Z 
Z 
Z 


ed 


& Electric use in safety related systems without the need for Nep-contaet 
a safety relay or safety controller, eliminating panel ® Storage temperature: -40 to + 185 ° F (-40 to + 
pus in space, reducing wiring, and reducing installation 85 °C) 
y Available time and cost. © Operating temperature: -13 to + 158 ° F (-25 to 
oe . © Multiple approach directions of the actuating key +70 °C) 
> \) 2 AY @ provides greater flexibility for mounting switches, © Vibration resistance: 10 gn - 10 to 500 Hz 
making potentially difficult solutions much simpler — @ Electrical shock resistance: 30 gn, duration 11 ms 
to solve © Connection method: cable 
© Small size and flexibility in mounting allows place-  @ Housing material: PBT 
ment of the switch and actuating key ina manner  @ Cable material: PVC 
to minimize damage or tampering. © Enclosure ratings: IP 66, IP 67 
HenicelEechy 
Mfg. Part No. Contacts Contact Rating DC | Terminals | Stock No. i+ 
XCSPAS93 XCSZ11 
@ XCSDMP7002 | 3PST-2NC, SPST-NO | 100 V, 100 mA Cable 72K1480 | 227.69 
@ XCSDMC5902 | DPST-1NO, SPST-NC | 100 V, 100 mA Cable 20K4639 | 143.75 
@ XCSDMP7012 | 3PST-2NC, SPST-NO | 100 V, 100 mA Wire Leaded | 89H6612 | 160.94 
XCSZ13 @ XCSDMP5002 | 3PST-2NO, SPST-NC | 100 V, 100 mA Wire Leaded | 20K4640 | 201.61 
Features provide multiple solutions for guarding applications @ XCSDMP5012 | 3PST-2NO, SPST-NC | 100 V, 100 mA Wire Leaded | 89H6611 204.73 
© Multiple actuator types to fit a wide variety of Specifications @ XCSDM379110 DPDT-NC 24V,15A Wire Leaded | 8276095 = 
application requirements © Metal and plastic body 
© Metal or plastic enclosures for rugged and © Storage temperature: -40 to +158 °F (-40 to @ XCSDM480110 DPDT-NC 24V, 1.5A Wire Leaded | 8276096 | 526.51 
demanding applications +70°C) @ XCSDMC7902 DPDT-NC 100 V, 100 mA Wire Leaded | 72K1479 138.72 
© Small enclosure styles for mounting in tight spaces @ Operating temperature: -13 to +158 °F (-25 to @ XCSDMC7912 DPDT-NC 100 V, 100 mA Wire Leaded | 89H6610 152.57 
@ Locking devices keep personnel out of machine +70 °C) eee 
when hazards are present © Vibration resistance: 5 gn - 10 to 50 Hz @ XCSDMR7902 DPDT-NC 100 V, 100 mA Wire Leaded | 13M3562 | 171.92 
© Multiple actuating keys and shaft or lever operators @ Enclosure rating: |P67 @ XCSDMC5912_| DPST-1NO, SPST-NC | 100 V, 100 mA Wire Leaded | 89H6609 | 178.11 
@ XCSDMR5902 | DPST-1NO, SPST-NC | 100 V, 100 mA Wire Leaded | 20K4641 213.85 


PIM_176994 


> CONTINUED > 


1188 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


WARNING & SAFETY 


SWITCHES — CABLE PULL 


XY2 SERIES CABLE PULL SWITCHES Schneider 


& Electric 

Spier ; 
Compliant 
Available 

WG 


Shopping on newark.com is 


Easier than Ever! 


XY2CE 


Features © Tension required can be adjusted to the require- 
@ Emergency cable pull versions provide for contact ments of the application 
latching requiring the reset button to be pressed to Specifications 
resume operation © Storage Temperature: -40°C to + 70°C 
@ Momentary operation uses snap acting contacts © Operating Temperature: -25°C to + 70°C 
and do not latch, allowing operation to resume @ Vibration Resistance: 10G, F = 10 to 300 Hz 
when cable is released @ Shock Resistance: 50G, Duration 11 ms 
© Cable pull switches are ideal around conveyors @ Housing Material: Housing: Zamak 
where the cable can be pulled anywhere along the © Cover: Steel 
@ Enclosure Rating: 1, 4, 12, IP65 (IP667 with 
booted reset button) 


length of the cable 
@ More economical over a long distance than install- 
ing multiple individual emergency stop buttons 
Cable Pull Switches are used for emergency stops or for momentary stops at any point along the cable. XY2CE 
devices have a range of 230 feet, XY2CH switches have a range of 98 feet. The taut cable principle provides for 
contacts to open when the cable is pulled or if the cable is loose or broken. 


Price Each 
Mfg. Part No. Cable Span Contacts Contact Rating AC | Stock No. [ 
@ XY2CE1A196H7 50m DPST-NO, DPST-NC |} 300 V, 10A 66F3712 443.16 
@ XY2CH13250H7 98m 240 V, 10A 2674270 395.07 
@ XY2CH13150H7 98m ie 240 V, 10A 16B4496 380.14 
@ XY2CE2A196H7 98m DPST-NO, DPST-NC | 300 V, 10A 11R7919 457.03 
@ XY2CE2A250H7 230m 1NO 300 V, 10A 8007407 | 494.47 


XY2CE1A250H7 230m SPDT-1NO, SPDT-NC | 300 V, 10A 96F1945 491.03 

@ XY2CE1A150H7 230m SPDT-1NO, SPDT-NC | 300 V, 10A 1403914 497.55 

@ XY2CE4A010H7 230m SPDT-1NO, SPDT-NC | 300 V, 10A 93R4466 525.63 

@ XY2CE3A010H7 230m SPDT-1NO, SPDT-NC | 300 V, 10A 96M7854 525.63 

Price Each 
Mfg. Part No. Description Stock No. 1+ 

YesXY2CZ503 Cable Grip, Single, 3mm to 5mm 16B4504 in 55: 

YesXY2CZ601 Cable Support, Fixed 16B4507 12.01 

YesXY2CZ9325 Mounting Kit, 25m 16B4516 240.15 W h h d f d 
YesXY2CZ9350 Mounting Kit, 50.5m 16B4517 507.07 it € n an ce eatu res an 
YesXY2CZ9310 Mounting Kit, 10.5m 66F3695 139.42 fl 1 bl p 1 | 1 k . 
= exible options, like: 


Cut costs, not corners with 


Board & Box Components 
newark.com/multicomp 


multicomp 


PIM_5624841 


1.800.463.9275 © newark.com 


NEW! Header & Navigation 


Improved header provides easy access to 
search, shopping cart and account info. 
Redesigned navigation groups products into 
convenient categories. 


UPDATED! Search 


New algorithms and search results design 
get you to the right products faster. 


Improved Product Pages 


Redesigned product pages feature key 
information like availability and price. 
New "find similar products" helps you 
find the products you need. 


elementiu 1189 


~ Ws “by generations 


of Electrical Professionals 


3M offers a full range of tape solutions. From corrosion protection 


products for pipes and conduits to mastic tapes for effective moisture 
sealing and insulation to rubber tapes for high voltage insulating and 
splicing to professional-grade Scotch® Vinyl Electrical Tapes. 


For more information on 3M tape solutions, please contact your local 
sales agent at 800-245-3573 or visit www.3M.com/electrical. 


©3M 2014. All rights reserved. aii 


Tools & Production Supplies 


Soldering Equipment & Supplies 


FUME NcCrea GTO 1 Sercecreeers see coe merece ase reet eee ene rome eran 1193 
Soldering Stations .... we. 1193-1204 
Soldering Irons ......... .. 1205-1208 
ast] fol) f]nYe)il ll iskeeeeereneeececreheeeerecerereerecerermertereeeerrerrrer reer 1208-1214 
potas] pepeet tr prttceterreeee teri rea renter ereipareee a eerrer ier 1214-1217 
Desoldening| Braise cess creer reser 1217-1218 
LUD eee eee ticrereepeacees erste recreate eeececpcers tery everett errr errr 1218-1219 
SOIGEMMOVACCESSONCS serene etree reece ees 1219-1220 
Heat GUNS Seecetecreete eee etre rere eee ee roe 1221-1224 


Tools & Accessories 


SSDI TIITLG IS Seceretes eases nee rer eee eee aes Pee nee a eee 1225 
BiG IS 58 eater ene a ON EY SRG SERIES OOTY NER ENUS, 1225-1227 
T1000 Seecctceccrcerrner eterna teare aa ena Sar eaten: 1227-1231 
Screwdrivers & ACCOSSOMCS........s.sccecccecsceseceenseeueseaeaeeerecers 1231-1237 
WING SUP POlSeaeeer carter sere verre vetoes errr eere eee 1237-1239 
Cable‘StiippelSie sare eer ter ees 1239-1241 
(CULT STU EL l00) Srenccnceeccerceecnacr nercaneeneena creer coereeererrernr rye 1241-1243 
(Cutters Wiehe ee 1243-1248 
(Gurtteers i Gelb lig eeseereseee sect eee reser eee eee cee eee ee 1248-1249 
(Cutters 5 Kn he eee ee Oe eee ee 1249 
(Gutters I SCISSOMS meres rtes reese ee eee ee 1249-1250 
Dispensing Equipment.. .... 1250-1251 


Extraction Tools ........ wee 1251-1252 
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Tools & Production Supplies 


Test & Measurement Audio Visual 


Oscilloscopes Power Wire & Cable Contacts 
i i D Subminiature 

Signal & Function Generators Power Supplies Sleeving and Heat Shrink 
Frequency Counters Fiber-Optic 

F AC/DC Cable Management v0 
Multimeters Converters Fibar Optic 
Electrical Testers Surge-Suppressor Cable Ties Industrial 
Data Acquisition Units Power Strips PC Board 
Spectrum Analyzers Transformers There’s nowhere else to Terminal Blocks 

: 7 fe i id I . 
Audio/Visual a ae RF Coaxial 
Source Measurement Units are all here, from Belden and Test 

. Alpha to 3M and Panduit. 

Meters — Environmental & Finding the right 


Mechanical 
Electronic Loads 


connector is easy at 
Newark element14. 

We offer hundreds of 
thousands from audio 
visual to RF and Fiber 
Optic and so many more. 


As the industry-leaders in 
Test & Measurement products, 
we bring you the latest 
innovations from brands like 
Fluke, Tektronix, Keithley, 
Keysight, Rohde & Schwarz 


and many more. 


Tools 


Inspection & 
Measurement 


Fume Extractor & 
lonizers 


Hand Tools 


Power & Machine 
Tools 


Label Printers 
” Cleaning Tools 


Development Kits 
Starter Kits 


Full Development Kits 
Exclusive Bundles 
Newest Releases 


Newark element14 is your 
dev kit headquarters — find 
all of the very latest at 
newark.com/devkits. 


/ Accessories 
Supplies & Storage Lamps 
: @ Fans 
HVAC 
LED Clips 
- = Circuit Breakers 


Soldering Supplies 
Chemicals & Adhesives 
Tapes 

Batteries 

_ Storage 


We offer over 11,000 
products from trusted 
brands like 3M, ITW 
Chemtronics, Techspray, 


Work Bench Tools — Energizer, Loctite and 
. Kester. 
Chairs 
é , Static Protection 
Static Control 
Safety 


1192 The Broadest Selection of Electronics Products & Solutions 


BVX-100 SERIES BENCHTOP FUME EXTRACTION SYSTEM 


Features: 

@ Single-User System with Multi-User Power For 
Thorough, Effective Fume Extraction 

@ No Installation Means Easy Set-Up and 
Relocation 

@ Small, Space-Saving Footprint 

© Unique Blower Design Provides Quiet Operation 


BVX-101 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ BVX-101 Arm/Plenum, Pre-HEPA-Gas, 100-240VAC 2002393 675.00 
@ BVX-101-S Without Arm/Plenum, Pre-HEPA-Gas, 100-240VAC 20H3566 581.00 
@ BVX-103 Arm/Plenum, Pre-Gas, 100-240VAC 20H3567 675.00 
@ BVX-103-S Without Arm/Plenum, Pre-Gas, 100-240VAC 20H3568 581.00 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ FM-BVX Main Replacement Filter (Combined HEPA/Gas) 76K1582 115.00 
@ FP-BVX Replacement Pre-Filters (Sold in Pkg. of 5) 76K1584 38.30 
PIM_68319 


BVX-200 FUME EXTRACTION SYSTEM 


BVX-200 series compact, portable two-arm fume 


extraction system combines strong fan performance 
with efficient filtration and quiet, flexible operation. It 
is compact enough to go under a workbench, but still 
provide multi-user power in a truly portable system. 


M 


METCAL.. 


RoHS _ 
Compliant 
Available 


SOLDERING EQUIPMENT & SUPPLIES 


ZERO SMOG® TL FUME EXTRACTION UNIT 


Features: 


Easy filter replacement 


e 
@ Audio-visual filter change alarm 

© Quick and simple installation with Easy-Click system 
e 

e 


Variable speed setting 


Active carbon foam filter for effective gas cleaning 
@ Maintenance-free, brushless EC blower 


ZEROSMOGTLKITIN: 


© Supplied with: flexible extraction hose and ALFA 


funnel nozzle. 


Zero Smog® TL fume extraction unit, H13 particle filter 
and gas filter (10% active carbon foam filter) and F7 


Portable, for placement under or next to the bench 


FUME EXTRACTION 
SERIES Il FUME EXTRACTION SYSTEM (CONT.) 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
ai eng " 35482 Remote SW, Series II 42X9618 39.58 
Gop sinpian 35479 Table Bracket, Clamps 42X9615 ay 
Available 
PIM_212126 


Weller’ 


Easily transported by one person without the strain 
induced by a larger unit. Features an innovative 
one-stage impeller design that provides more than 
double the total free-blowing airflow. Maximum free- 
blowing airflow is rated @ 250m3/h, with maximum 
suction force @ 850Pa. The stand-alone unit does 
not require a separate compressor or external 
ducting; it only needs to be plugged into a power 
source to be ready to use. 


Mfg. part no. BVX-201 fume extraction system is designed mainly for solder fumes and incorporates both pre- 
and main filters which can be changed independently to maximize the working life of each filter and lower the 
total cost of ownership. The main filter has a HEPA efficiency of 99.97% at 0.3 micron, plus an activated carbon 
filter to remove additional gases. For applications that require a high-capacity of gas filtration, such as cleaning 
with solvents or conformal coatings, mfg. part no. BVX-203 fume extraction system features a deep-bed gas 
filter. Mfg. part no. BVX-201-KIT fume extraction system kit includes filter unit, set of Pre-HEPA-Gas filters, with 


pre-filter. 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
ZEROSMOGTLN Fume Extraction Unit 01AC4443 990.00 
ZEROSMOGTLKIT1N Kit, Fume Extraction 01AC4444 1250.00 
Price Each 
Mfg. Part No. Description Stock No. i+ 
T0058762858 Filter Set - 1 x H13 Particle Filter, 10 x F7 pre-filters 01AC4442 234.00 
PIM_5722591 
CV-5200 CONNECTION VALIDATION SOLDERING STATION M 
@ SmartHeat power on demand technology 
© 2.8” color touchscreen with bold graphics 
© Communications port for process traceability METCAL.. 


data and firmware graphics 
@ Integrated Net Power Meter and power graph 
@ Patented Chip-in-Cartridge technology 
© Password protection 
Currently, the industry standard relies on a visual 
inspection of the solder joint. Metcal has developed 
a better way - Introducing Connection Validation. 
Connection Validation (CV) evaluates the quality 
of the solder joint by calculating the intermetallic 
compound formation and provides closed loop se 
feedback to the operator. 
CV provides feedback to the operator via the LED 
light ring integrated in the hand-piece. It takes the risk associated with the variables involved in the soldering 
activity and removes the success and failure determination of a good solder joint out of the hands of the operator. 


CV complements the skill of the operator 


io judge the quality of a solder joint by introducing an objective method 


of evaluating solder joint quality. This systemic and objective approach provides repeatability and a measureable 


standard to the soldering process. 
The free CV Monitoring software can bi 


e downloaded at www.Metcal.com (Click on Resources / Software 


two BVX-ARML flexible arms (30”) and RPS-1 remote power switch. 
Mfg. part no. BVX-201-KIT1 includes the filter unit, set of Pre-HEPA gas filters, remote power switch, 2x BVX- 
ARM-K1 (30" long with 6’ hose with table bracket and C clamps) 
Price Each 
Mfg. Part No. Description Stock No. i+ 
@ BVX-201-KIT1 System Kit, Pre-HEPA-Gas §1R0322 1184.00 
@ BVX-201 Filter Unit, Pre-HEPA-Gas 97H5992 741.00 
@ BVX-201-KIT System Kit, Pre-HEPA-Gas 29M6877 990.00 
@ BVX-203 Filter Unit, Pre-Deep Bed Gas 0132017 915.00 
Price Each 
Mfg. Part No. Description Stock No. i+ 
@ BVX-ARM-K1 | BVX 28” Arm with 6’ Long Hose and Table Bracket with C Clamps | 0132015 | 197.00 
@ FM-BVX200 Main Filter 0142019 | 132.00 
@ FP-BVX200 Prefilter (Sold in Pkg. of 5) 0142020 73.00 
PIM_79281 


SERIES II FUME EXTRACTION SYSTEM 


The MENDA Series Il Fume Extraction System is a two-arm 
fltration system that combines powerful fan performance 
with effcient fitration. The compact design and easy set-up 
makes it truly portable. Depending on the application, three 
flter confgurations are offered: The standard item (35470) 
comes with a 95% effcient Non-HEPA fltration for solder 
fumes. You also have the option of purchasing a HEPA fiter 
(35472) or a Deep Bed Gas Filter (35473) for the removal 
of gases from solvents, conformal coating, etc. The air inlet 
ports allow the connection of 50 mm (2”) or 63 mm (2.5”) 
diameter exhaust arms 

Mfg. part no. 35470 Series Il Fume Extraction system is already complete with one 35474 filter installed, one 
35482 remote Start/Stop button, two 35478 5” flex exhaust arms and one 120V US Plug power cord. 


MENDA 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
35470 Series || Fume Extractor 42X9606 1105.41 
Price Each 
Mfg. Part No. Description Stock No. i+ 
35473 Deep Bed Gas Filter 99.97% 42X9609 225.18 
35478 Flex Exhaust Arm 5” 42X9614 108.57 
35472 Main Filter, HEPA 99.97% / Carbon 42X9608 123.87 
35474 Main Filter, Non HEPA 95% 42X9610 97.44 
35471 Pre-Filter 42X9607 66.88 
> CONTINUED > 
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Download) 
Supply Price Each 
Output Voltage Heat 
Mfg. Part No. Power VAC Temp. Stock No. 1+ 
CV-5210 125W 240V 55°C 13AC7485 1021.00 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
CV-PS5200 Power Supply, 125 W, 240 Vac 13AC7484 787.00 
CV-H1-AV Soldering Iron, 80 W, 240 Vac 13AC7483 187.00 
PIM_5758987 
METCAL - ACESS CONICAL CARTRIDGES FOR THE CV-5200 
SOLDERING M 
SYSTEM 
METCAL.. 
_ 
Cartridge Series @ 5-500 series heaters 
@ CVC -Connection Validation Cartridges, Connec- @ 6-600 series heaters 
tion Validation enabled © 7-700 series heaters 
@ SMC - Surface Mount Cartridges © 8-800 series heaters 
Heater Series ® 9-900 series heaters 
Price Each 
Mfg. Part No. Width Style Stock No. the 
CVC-5CH2238A 0.125" Turbo Chisel 13AC7505 57.60 
CVC-6CH2238A 0.125” Turbo Chisel 13AC7539 56.70 
CVC-7CH2238A 0.125” Turbo Chisel 13AC7573 56.70 
CVC-8CH2238A 0.125” Turbo Chisel 13AC7607 56.70 
CVC-9CH2238A 0.125" Turbo Chisel 13AC7641 56.70 
CVC-5CN0003A 0.25mm Conical 13AC7506 45.20 
CVC-6CN0003A 0.25mm Conical 13AC7540 = 
CVC-7CN0003A 0.25mm Conical 13AC7574 42.60 
> CONTINUED > 
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SOLDERING EQUIPMENT & SUPPLIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


SOLDERING STATIONS 


METCAL - ACESS CONICAL CARTRIDGES FOR THE CV-5200 SOLDERING METCAL - ACESS CONICAL CARTRIDGES FOR THE CV-5200 SOLDERING 


SYSTEM (CONT.) SYSTEM (CONT.) 
Price Each Price Each 

Mfg. Part No. Width Style Stock No. 1+ Mfg. Part No. Width Style Stock No. 1+ 
CVC-8CNO003A 0.25mm Conical 13AC7608 45.20 CVC-8CNO010A 1mm Conical 13AC7614 42.20 
CVC-9CN0003A 0.25mm Conical 13AC7642 45.20 CVC-8CNO010P 1mm Conical 13AC7615 32.90 
CVC-5CNO004R 0.4mm 30° Conical, Ben 13AC7508 42.20 CVC-8CN1710A 1mm Conical 13AC7621 46.60 
CVC-5CN1604R 0.4mm 30° Conical, Ben 13AC7518 42.20 CVC-9CNO010A 1mm Conical 13AC7648 42.20 
CVC-6CNO004R 0.4mm 30° Conical, Ben! 13AC7542 42.20 CVC-9CNO010P 1mm Conical 13AC7649 44.30 
CVC-6CN1604R 0.4mm 30° Conical, Ben! 13AC7552 42.20 CVC-9CN1710A 1mm Conical 13AC7655 46.60 
CVC-7CNO004R 0.4mm 30° Conical, Ben’ 13AC7576 31.30 CVC-5CNO013R 1.27mm 30° Conical, Bent 13AC7514 48.00 
CVC-7CN1604R 0.4mm 30° Conical, Ben’ 13AC7586 29.50 CVC-6CNO0013R 1.27mm 30° Conical, Bent 13AC7548 47.40 
CVC-8CNO004R 0.4mm 30° Conical, Ben’ 13AC7610 42.20 CVC-7CN0013R 1.27mm 30° Conical, Bent 13AC7582 47.40 
CVC-8CN1604R 0.4mm 30° Conical, Ben’ 13AC7620 42.20 CVC-8CN0013R 1.27mm 30° Conical, Bent 13AC7616 47.40 
CVC-9CN0004R 0.4mm 30° Conical, Ben’ 13AC7644 31.30 CVC-9CN0013R 4.27mm 30° Conical, Bent 13AC7650 48.00 
CVC-9CN1604R 0.4mm 30° Conical, Ben! 13AC7654 42.20 CVC-5CH0014S 1.35mm Chisel 13AC7493 42.20 
CVC-5CNO004P 0.4mm Conical 13AC7507 42.20 CVC-6CH0014S 1.35mm Chisel 13AC7527 31.30 
CVC-5CN1404S 0.4mm Conical 13AC7515 42.80 CVC-7CH0014S 1.35mm Chisel 13AC7561 = 
CVC-5CN1504A, 0.4mm Conical 13AC7517 42.20 CVC-8CH0014S 1.35mm Chisel 13AC7595 31.30 
CVC-6CN0004P 0.4mm Conical 13AC7541 42.20 CVC-9CH0014S 1.35mm Chisel 13AC7629 31.30 
CVC-6CN1404S 0.4mm Conical 13AC7549 21.63 CVC-5CH0014P 1.5mm 30° Chisel 13AC7491 42.20 
CVC-6CN1504A 0.4mm Conical 13AC7551 42.20 CVC-6CH0014P 1.5mm 30° Chisel 13AC7525 42.20 
CVC-7CNO004P 0.4mm Conica 13AC7575 = CVC-7CH0014P 1.5mm 30° Chisel 13AC7559 42.20 
CVC-7CN1404S 0.4mm Conical 13AC7583 = CVC-8CH0014P 4.5mm 30° Chisel 13AC7593 42.20 
CVC-7CN1504A 0.4mm Conical 13AC7585 31.30 CVC-9CH0014P 1.5mm 30° Chisel 13AC7627 42.20 
CVC-8CNO004P 0.4mm Conica 13AC7609 31.30 CVC-5CH0015R 1.5mm 30° Chisel, Bent 13AC7492 42.80 
CVC-8CN1404S 0.4mm Conica 13AC7617 42.20 CVC-6CH0015R 1.5mm 30° Chisel, Bent 13AC7526 42.20 
CVC-8CN1504A 0.4mm Conica 13AC7619 42.20 CVC-7CH0015R 1.5mm 30° Chisel, Bent 13AC7560 31.30 
CVC-9CN0004P 0.4mm Conical 13AC7643 42.20 CVC-8CH0015R 4.5mm 30° Chisel, Bent 13AC7594 42.20 
CVC-9CN1404S 0.4mm Conical 13AC7651 42.20 CVC-9CH0015R 1.5mm 30° Chisel, Bent 13AC7628 42.20 
CVC-9CN1504A 0.4mm Conica 13AC7653 16.99 SMC-5HF6015S 1.5mm 60° Hoof 13AC7657 60.10 
CVC-5CNO005R 0.5mm 30° Conical, Bent 13AC7510 42.20 SMC-6HF6015S 1.5mm 60° Hoof 13AC7660 60.10 
CVC-6CNO005R 0.5mm 30° Conical, Bent 13AC7544 42.20 SMC-7HF6015S 1.5mm 60° Hoof 13AC7663 60.10 
CVC-7CNO005R 0.5mm 30° Conical, Bent 13AC7578 31.30 SMC-8HF6015S 1.5mm 60° Hoof 13AC7666 60.10 
CVC-8CNO005R 0.5mm 30° Conical, Bent 13AC7612 42.20 SMC-9HF6015S 1.5mm 60° Hoof 13AC7669 18.66 
CVC-9CNO005R 0.5mm 30° Conical, Bent 13AC7646 42.20 CVC-5CH0018L 1.78mm 30° Chise 13AC7495 42.80 
CVC-5CNOO05A 0.5mm Conica 13AC7509 45.20 CVC-5CH0018P 1.78mm 30° Chise 13AC7496 42.20 
CVC-5CNO005S 0.5mm Conica 13AC7511 51.90 CVC-5CH0018S 1.78mm 30° Chisel 13AC7498 42.20 
CVC-6CNO005A 0.5mm Conica 13AC7543 45.20 CVC-6CH0018L 1.78mm 30° Chisel 13AC7529 42.20 
CVC-6CNO005S 0.5mm Conica 13AC7545 51.90 CVC-6CH0018P 1.78mm 30° Chise 13AC7530 42.20 
CVC-7CNO005A 0.5mm Conica 13AC7577 45.20 CVC-6CH0018S 1.78mm 30° Chise 13AC7532 = 
CVC-7CN0005S 0.5mm Conica 13AC7579 51.20 CVC-7CH0018L 1.78mm 30° Chisel 13AC7563 42.20 
CVC-8CNO005A 0.5mm Conica 13AC7611 45.20 CVC-7CH0018P 1.78mm 30° Chisel 13AC7564 31.30 
CVC-8CNO005S 0.5mm Conica 13AC7613 51.20 CVC-7CH0018S 1.78mm 30° Chisel 13AC7566 28.40 
CVC-9CNO005A 0.5mm Conica 13AC7645 48.90 CVC-8CH0018L 1.78mm 30° Chisel 13AC7597 42.20 
CVC-9CNO005S 0.5mm Conica 13AC7647 51.20 CVC-8CH0018P 1.78mm 30° Chisel 13AC7598 31.30 
SMC-5HK0005S 0.5mm Hoof 13AC7656 60.10 CVC-8CH0018S 1.78mm 30° Chisel 13AC7600 31.30 
SMC-6HK0005S 0.5mm Hoof 13AC7659 60.10 CVC-9CH0018L 1.78mm 30° Chisel 13AC7631 42.20 
SMC-7HK0005S 0.5mm Hoof 13AC7662 60.10 CVC-9CH0018P 1.78mm 30° Chisel 13AC7632 42.20 
SMC-8HKO0005S 0.5mm Hoof 13AC7665 60.10 CVC-9CH0018S 1.78mm 30° Chisel 13AC7634 31.30 
SMC-9HK0005S 0.5mm Hoof 13AC7668 60.10 CVC-5CH0018R 1.78mm 30° Chisel, Bent 13AC7497 42.20 
CVC-5BV6005A 0.51mm 60° Beve 13AC7486 45.20 CVC-6CH0018R 1.78mm 30° Chisel, Bent 13AC7531 42.20 
CVC-6BV6005A 0.51mm 60° Bevel 13AC7520 45.20 CVC-7CH0018R 1.78mm 30° Chisel, Bent 13AC7565 28.40 
CVC-7BV6005A 0.51mm 60° Bevel 13AC7554 34.30 CVC-8CH0018R 1.78mm 30° Chisel, Bent 13AC7599 42.80 
CVC-8BV6005A 0.51mm 60° Bevel 13AC7588 45.20 CVC-9CH0018R 1.78mm 30° Chisel, Bent 13AC7633 31.30 
CVC-9BV6005A 0.51mm 60° Bevel 13AC7622 45.20 CVC-5BV6018P 1.78mm 60° Bevel 13AC7487 42.20 
CVC-5CH0010P 1mm 30° Chise 13AC7489 42.20 CVC-5BV6018R 1.78mm 60° Bevel 13AC7488 42.20 
CVC-5CH0010S imm 30° Chise 13AC7490 42.20 CVC-6BV6018P 1.78mm 60° Bevel 13AC7521 42.20 
CVC-6CH0010P imm 30° Chisel 13AC7523 42.20 CVC-6BV6018R 1.78mm 60° Bevel 13AC7522 42.20 
CVC-6CH0010S 1mm 30° Chisel 13AC7524 31.30 CVC-7BV6018P 1.78mm 60° Bevel 13AC7555 42.20 
CVC-7CH0010P 1mm 30° Chise 13AC7557 = CVC-7BV6018R 1.78mm 60° Bevel 13AC7556 31.30 
CVC-7CH0010S 1mm 30° Chise 13AC7558 31.30 CVC-8BV6018P 1.78mm 60° Bevel 13AC7589 42.20 
CVC-8CH0010P 1mm 30° Chisel 13AC7591 31.30 CVC-8BV6018R 1.78mm 60° Bevel 13AC7590 42.20 
CVC-8CH0010S 1mm 30° Chise 13AC7592 Bs CVC-9BV6018P 1.78mm 60° Bevel 13AC7623 42.80 
CVC-9CH0010P 1mm 30° Chisel 13AC7625 31.30 CVC-9BV6018R 1.78mm 60° Bevel 13AC7624 42.20 
CVC-9CH0010S 1mm 30° Chisel 13AC7626 44.30 CVC-5CH0018A 1.78mm 60° Chise 13AC7494 45.80 
CVC-5CNO010A 1mm Conica 13AC7512 42.20 CVC-6CH0018A 1.78mm 60° Chise 13AC7528 45.80 
CVC-5CNO010P imm Conica 13AC7513 44.30 CVC-7CH0018A 1.78mm 60° Chisel 13AC7562 45.80 
CVC-5CN1710A imm Conica 13AC7519 46.60 CVC-8CH0018A 1.78mm 60° Chisel 13AC7596 45.80 
CVC-6CNO010A 1mm Conica 13AC7546 42.20 CVC-9CH0018A 1.78mm 60° Chisel 13AC7630 45.80 
CVC-6CNO010P 1mm Conica 13AC7547 44.30 CVC-5CN1304A 1.78mm Conical 13AC7516 46.60 
CVC-6CN1710A 1mm Conica 13AC7553 46.60 CVC-6CN1304A 1.78mm Conical 13AC7550 46.60 
CVC-7CNO010A 1mm Conical 13AC7580 = CVC-7CN1304A 1.78mm Conical 13AC7584 46.60 
CVC-7CNO010P 1mm Conical 13AC7581 43.70 CVC-8CN1304A 1.78mm Conical 13AC7618 46.60 
CVC-7CN1710A 1mm Conical 13AC7587 46.60 CVC-9CN1304A 1.78mm Conical 13AC7652 11.15 

> CONTINUED > > CONTINUED > 
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SOLDERING EQUIPMENT & SUPPLIES 


SOLDERING STATIONS 


METCAL - ACESS CONICAL CARTRIDGES FOR THE CV-5200 SOLDERING SOLDER WIRE FEEDER SYSTEM 


SYSTEM (CONT.) 


M 


Price Each METCAL 
Mfg. Part No. Width Style Stock No. 4+ 7 
CVC-5CH0025P 2.5mm 30° Chisel 13AC7499 42.20 
CVC-5CH0025S 2.5mm 30° Chisel 13AC7500 21.64 
CVC-6CH0025P 2.5mm 30° Chisel 13AC7533 42.20 
CVC-6CH0025S 2.5mm 30° Chisel 13AC7534 31.30 
CVC-7CH0025P 2.5mm 30° Chisel 13AC7567 28.40 
CVC-7CH0025S 2.5mm 30° Chisel 13AC7568 29.50 MX-5270 Soldering / Rework System with Feeder, MX-H7-SF Solder Feeder Hand-Piece, 
CVC-8CH0025P 2.5mm 30° Chisel 13AC7601 = USF-1000: USF-FTA-12 Feeder Tube Assembly, USF-GTA-12 
2 Chi © MX-PS5200 Power Supply, USF-1000 Solder Teflon Nozzle, Footswitch and WS1 Sleeper 
VE SCHED eam su LSACTOD SSO Feeder, MX-H7-SF Solder Feeder Hand-Piece, Work Stand 
CVC-9CHO025P 2.5mm 30° Chise! 13AC7635 31.30 USF-FTA-12 Feeder Tube Assembly, USF-GTA-12 MX-UK7: 
CVC-9CH0025S 2.5mm 30° Chisel 13AC7636 ae Teflon Nozzle, Footswitch and WS1 Sleeper @ USF-1000 Solder Feeder, MX-H7-SF Solder 
Sct Work Stand Feeder Hand-Piece, USF-FTA-12 Feeder Tube 
CVC SCHO0S0S amit ee Cee ielasereh 46.60 MX-570 Soldering / Rework System with USF- Assembly, USF-GTA-12 Teflon Nozzle, Footswitch 
CVC-6CH0030S 3mm 90° Chisel 13AC7535 46.60 1000: and WS1 Sleeper Stand 
CVC-7CH0030S 3mm 90° Chise 13AC7569 46.60 © MX-500P Power Supply, USF-1000 Solder 
z © Chi Metcal’s Solder Wire Feeder System adds control and convenience to your soldering process. The digital 
es mnt El EIR (SAC TENS alse controls, high performance, and its ability to handle multiple solder wire diameters provide repeatability and 
CVC-9CH0030S 3mm 90° Chisel 13AC7637 46.60 functionality to your process. The Solder Wire Feeder pairs with Metcal with Metcal’s SmartHeat® MX-5200 or 
CVC-5CH0034S 3.04mm Chisel 13AC7502 44.80 MX-500 Soldering and Rework Systems. 
CVC-6CH0034S 3.04mm Chisel 13AC7536 44.80 Supply Price Each 
: 3.04 Chisel 13AC7570 5 Output Voltage Heat 
ee 30. — a 73AC7604 S80 Mfg. Part No. Power VAC Temp. Stock No. ihe 
CE-BCHOSS x 7 a oe BSIEO MIX-5270 18 20V 35°C 02Ac9955 | 1445.00 
aa = ad x = - an kale) MIX-570 Tew 230V 35°C 02ac9956| 1221.00 
: zl 7 pose MX-UK7 Tew 230V 35°C 0209954 811.00 
SMC-6HF6033S 3.3mm 60° Hoof 13AC7661 60.10 
SMC-7HF6033S 3.3mm 60° Hoof 13AC7664 60.10 Price Each 
SMC-8HF6033S 3.3mm 60° Hoof 13AC7667 60.10 Mfg. Part No. Description Stock No. 1+ 
SMC-9HF6033S 3.3mm 60° Hoof 43AC7670 60.10 USF-GTA-06 0.6mm Guide Tube & PTFE Nozzle 05AC1711 16.70 
CVC-5CH0050A 5mm Chisel 43AC7503 51.20 USF-FTA-17 1.27mm Feeder Tube Assembly 02AC9279 53.60 
CVC-5CH0050S 5mm Chisel 43AC7504 42.20 USF-FTA-12 1.2mm Clear Feeder Tube Assembly 02AC9278 53.60 
CVC-6CHO050A 5mm Chisel 13AC7537 51.20 USF-GTA-12 1.2mm Guide Tube & PTFE Nozzle 05AC1712 16.70 
CVC-6CH0050S 5mm Chisel 13AC7538 21.64 USF-GTA-17 1.7mm Guide Tube & PTFE Nozzle 05AC1713 16.70 
CVC-7CH0050A 5mm Chisel 13AC7571 51.20 USF-TNO6 PTFE Nozzle for USF-GTA-06 Guide Tube 05AC1714 40.90 
CVC-7CH0050S 5mm Chisel 13AC7572 28.40 USF-TN12 PTFE Nozzle for USF-GTA-12 Guide Tube 05AC1715 = 
CVC-8CH0050A 5mm Chisel 13AC7605 51.20 USF-TN17 PTFE Nozzle for USF-GTA-17 Guide Tube 05AC1716 es 
CVC-8CH0050S 5mm Chisel 13AC7606 31.30 MX-H7-SF Solder Feeder Hand Piece 02AC9953 300.00 
CVC-9CHO050A 5mm Chisel 13AC7639 51.20 PIM_722735 
CVC-9CH0050S 5mm Chisel 13AC7640 33.60 
Pin 5703664 PS-900 SERIES PRODUCTION SOLDERING Sat 
pliant 
SYSTEM Available 
DUAL SIMULTANEOUS SOLDERING & REWORK SYSTEMS M e 2 METCAL. 
METCAL.. 
| P| —_—_—_=_ Se 
a MX-5211 MX-5241 


MX-5210 


Model Specifications: 

@ MX-5210 - Soldering & Rework System - Config- 
ured with the Advanced™ Hand-Piece. Highly 
effective for soldering applications including: lead- 
free, high mass components or boards, thermally 
sensitive components requiring low operating 
temperature, high volume production soldering and 
touch-up soldering applications. 

@ MX-5211 - Soldering & Rework System - Same 
features as MX-5210 but configured with two 
Advanced™ Hand-pieces and two TipSaver™ 


Hand-piece and the Precision Tweezers Hand- 
piece. Users get maximum application flexibility 
for soldering and reworking the widest range of 
surface mount components. 

Contents: 

© MX-5210 - MX-PS5200 Power Supply, MX-H1-AV 
Hand-piece, MX-W1AV TipSaver™ Workstand. 

@ MX-5211 - MX-PS5200 Power Supply, MX-H1-AV 
Hand-piece (x2), MX-W1AV TipSaver™ Workstand 
(x2). 

© MX-5241 - MX-PS5200 Power Supply, MX-H1-AV 


Workstands. Hand-piece, MX-PTZ Tweezer Hand-piece, 
@ MX-5241 - Precision Tweezers, Soldering & MX-W1AV TipSaver™ Workstand , MX-W4PT 
Rework System - Combines both the Advanced™ TipSaver™ Tweezer Workstand. 
Supply Price Each 
Output Voltage Plug 
Mfg. Part No. Power VAC Type Stock No. 1+ 
@ MX-5211 80w 120V US 48W5012 1164.00 
@ MX-5210 80Ww 240V US 48W5011 907.00 
@ MX-5241 sow 240V US 48W5014 1354.00 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ UFTC-7CNB02 Conical Bent - 0.2mm Tip Width 19P2167 37.60 
PIM_5660692 


1.800.463.9275 © newark.com 


Features: 

© Compact benchtop system offers exceptional 
performance and superior control 

@ High power to deliver lead-free soldering at 600°F 

© SmartHeat® temperature control 

PS-900 production soldering system packs power and provides exceptional thermal control in a compact 

power supply that fits on or under the bench. Suitable for lead-free soldering processes, multilayer boards and 

thermally demanding components. Features a variable power/fixed temperature control with no thermal over 

shoot. SmartHeat technology enables soldering at lower temperatures and requires no calibration. The complete 

PS-900 soldering system includes 100 to 240VAC, 90W power supply with power cord, soldering iron handpiece 

with cord and coil assembly, Auto-Sleep workstand with sponge and brass pad, cartridge removal pad and user's 

guide. Order accessories and SFV series power heater soldering tips separately below. 


@ Ergonomic, lightweight soldering handpiece 
® Rugged, cast aluminum power supply housing 
@ Auto-Sleep workstand reduces tip oxidation 
® Soldering tips are easily removed and replaced 


SFV series replaceable soldering tips are quick and easy to change. The power heater is built into the tip, 
delivering heat quickly and precisely. Thermally-optimized large diameter tips include additional iron plating 
for longer life. Ideal for use with mfg. part no. PS-900 production soldering system; ordered separately below. 
For easy identification of soldering tips used for lead-free processes, order mfg. part no. AC-CK1 lead-free ID 
soldering tip rings separately below. These green-colored ID rings slip easily onto tip. 
Supply Price Each 
Output Voltage Plug 
Mfg. Part No. Power VAC Type Stock No. the 
High-Power Soldering System 
@ PS-900 60Ww 240V EU, UK 96M1588 310.00 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ws2 Auto-Sleep Workstand with Sponge & Brass Pad 31M7904 45.10 
@ PS-CA1 Coil Assembly for Light-to-Medium Soldering (Pack of 10) 0132043 — 
@ SFV-CH15A Easy Access Tip - Chisel 77M9252 12.90 
@ SFV-CH10 Heavy-Duty Tip - 30° Chisel - 0.04x0.43” 66K6728 = 
@ SFV-CHB15 Heavy-Duty Tip - 30° Chisel Bent - 0.06x0.48" 66K6727 = 
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SOLDERING EQUIPMENT & SUPPLIES 
SOLDERING STATIONS 


PS-900 SERIES PRODUCTION SOLDERING SYSTEM (CONT.) 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ SFV-CH20 Heavy-Duty Tips - Chisel - 0.07x0.39" 66K6729 12.90 
@ SFV-CH25 Heavy-Duty Tips - Chisel - 0.1x0.43” 66K6730 — 
@ SFV-DRH20 Heavy-Duty Tips - Conical, Bevel - 0.07x0.55” 66K6737 19.60 
@ SFV-CNLO4 Heavy-Duty Tips - Conical, Long - 0.016x0.53" 66K6733 12.90 
@ SFV-CNL10 Heavy-Duty Tips - Conical, Long - 0.04x0.51” 66K6734 12.90 
@ SFV-CNO5 Heavy-Duty Tips - Conical - 0.02x0.34” 66K6736 12.90 
@ SFV-CNBO05 Heavy-Duty Tips - Conical Bent - 0.02” 66K6732 12.90 
@ SFV-CH50 Heavy-Duty Tips - Extra-Large Chisel - 0.2x0.4” 66K6731 12.90 
@ AC-BP Lead-Free Brass Pads for Workstand (Pack of 10) 03M6022 14.80 
@ AC-CP2 Soldering Cartridge & Tip Removal Pads 91F5873 8.42 
@ AC-CK1 Soldering Tip Ring - Lead Free 68K2034 14.20 
@ AC-YS4 Sponge (3.12" Diameter x 1”) 64/8855 31.30 
PIM_113243 
Power (Mains) 
Price Each 
Mfg. Part No. Stock No. 1+ 
Soldering Iron Handpiece with Power Cord & Coil Assembly 
@ PS-HC3 96M1587 115.00 
PIM_5513339 
HCT-900 HAND-HELD CONVECTION HOT-AIR TOOL 
Features: M 
@ Low-noise, diaphragm air pump (less 
METCAL., 


than 45db) provides quiet operation 
@ Air flow: 6-25 I/min 
© Control temperature: 100°C -500°C 
(212°F -932°F) 
@ Fully ESD compliant 
© CE complaint, TUV approved 
Mfg. part no. NZKT-2 nozzle kit for 
PLCC, QFP and BQFP packages. 
Includes (one each): mfg. part nos. 
H-P20, H-P44, H-P84, H-Q1420 and 
H-Q2626 nozzles. 
Mfg. part no. HCT-900-11 hot air tool 
offers a low-cost, versatile rework 
solution for a wide variety of soldering 
and desoldering applications. It has a 
compact, robust design comprising of 
analog controls for both airflow and heat. A closed loop feedback circuit controls the temperature allowing the 
desired temperature to be achieved and maintained regardless of changes in the volume of airflow. Used for the 
removal and replacement of electronic components, including lead-free, from 0201 up to 304 pin QFP. It is also 
effective at reworking pin in-hole devices such as sockets and connectors. And, using it with solder braid and flux 
is a fast and efficient way to remove solder shorts and splashes. It can also be used in plastic applications such 
as applying shrink wrap to components or the formation of plastic rivets. “Power off’ cool down function retains 
airflow through the hand piece while the unit powers down, providing efficient heater cooling and reducing 
thermal stress. Hot air tool is supplied with mfg. part no. H-D50 standard single-jet nozzle (0.2”, 5.0mm). For 
specific applications, select from a wide selection of nozzles and two rework nozzle kits; order separately below. 


j RoHS — 
Compliant 
I Available 


TUV Rheinland 


Supply Price Each 
Voltage Heat 
Mfg. Part No. VAC Temp. Stock No. 1+ 

@ HCT-900-11 115V 932°F 66K6681 836.00 

Price Each 
Mfg. Part No. Description Stock No. 1-1-4+ 
@ H-D120 For IC Model Chip & SOT - 12 x 12mm 66K6648 28.90 
@ H-D50 For IC Model Chip & SOT - 5 x 5mm 66K6650 28.90 
@ H-P20 For IC Model PLCC-20 - 11.9mm 66K6651 422.00 
@ H-P28 For IC Model PLCC-28 - 14.5mm 66K6652 37.26 
@H-P44 For IC Model PLCC-44 - 19.5mm 66K6654 37.26 
@ H-P52 For IC Model PLCC-52 - 22mm 66K6655 82.80 
@ H-P84 For IC Model PLCC-84 - 32.4mm 66K6657 37.26 
@ H-Q07 For IC Model QFP-48 - 8.4mm 66K6659 122.00 
@H-Q14 For IC Model QFP-52, -80 - 17.3mm 66K6661 122.00 
@H-S16 For IC Mode! SOIC-14, -16 - 6.8x10.2mm 66K6674 108.00 
@ H-SOJ32 For IC Model SOJ-32 - 13.5x20.6mm 66K6672 108.00 
@ H-SOJ40 For IC Mode! SOJ-40 - 13.5x25.4mm 66K6673 108.00 
@ H-SL16 For IC Mode! SOL-14, -16 - 10.6x10.8mm 66K6666 108.00 
@ H-SL20 For IC Model SOL-20, -20J - 10.6x13.3mm 66K6667 108.00 
@ H-SL24 For IC Model SOL-24, -24J - 10.6x15.9mm 66K6668 108.00 
@ H-SL28 For IC Model SOL-28 - 10.6x18.4mm 66K6670 108.00 
@H-SL44 For IC Model SOL-44 - 16x27.9mm 66K6671 108.00 
@ H-TSW24 For IC Model TSOP-20, -24 - 10.2x18.4mm 66K6675 108.00 
@ H-TS24 For IC Mode! TSOP-20, -24 - 17x7.1mm 66K6677 108.00 
@ H-TSW44 For IC Model TSOP-24, -28, -40, -44 - 12.7x19.8mm 66K6676 108.00 
@ H-TS32 For IC Model TSOP-28, -32 - 21x9.1mm 66K6678 108.00 
@ H-TS40 For IC Model TSOP-40 - 21x10.8mm 66K6679 108.00 

PIM_85790 
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MFR-1300 SERIES DESOLDERING AND REWORK SYSTEMS M 
METCAL.. 


RoHS _ 
Compliant 
Available 


as — 


MFR-1351 


Features: 
@ Dual switchable output 
@ Powered by Smartheat® Technology change 
® Self-contained powerful pump © Compatible with previous MFR series desolder 
@ 2-in-1 ergonomic and flexible handpiece: pencil range 

or pistol 
MFR-1300 series desoldering and rework systems are the next generation of stand-alone desoldering 
equipment from OK International. Mfg. part no. MFR-PS1300 dual switchable output power supply features 
an internal pump providing 0.7 bar of vacuum suction force combined with Smartheat® technology that makes 
through-hole desoldering easy and keeps products safe from board damage. Mfg part no. MFR-H5-DS 
desoldering handpiece has been designed to be used in two configurations — as a pencil or as a pistol by 
simply adding a clip-on grip supplied with the handpiece. Solder collection capabilities have been increased by 
40% compared to the previous mfg. part no. MFR-HDS desoldering handpiece and the innovative replaceable 
collection chamber enables reduced downtime and quicker changeover. Ambient operating temperature: 10°C. 
to 40°C (50°C to 104°F). Enclosure temperature: 55°C (131°F) max. Input line voltage: 100-240VAC. Input 
line frequency: 50/60Hz. Power supply consumption: 110W max. Output power: 60W max. Output frequency: 
450Khz. Power supply dimensions (approx.): 7”W x 8”D x 6"H (170mm x 200mm x 152.5mm). CE compliant, 
cTUVus approved. 
SELECT FROM TWO DESOLDERING AND REWORK SYSTEMS 
Mfg. part no. MFR-1350 desoldering system includes one mfg. part no. MFR-PS1300 power supply with 
internal pump, one mfg. part no. MFR-H5-DS desoldering handpiece with selectable grip and one mfg. part 
no. MFR-WSDSU universal workstand for desoldering handpiece. Mfg. part no. MFR-1351 desoldering/ 


® Collection chamber with 40% increased capacity 
@ Innovative collection chamber for quick and easy 


soldering system comes complete with all the same components as the mfg. part. MFR-1350 system plus 
one mfg. part no. MFR-H1-SC soldering handpiece and one mfg. part no. MFR-WS1 universal workstand 
for soldering handpiece. Order replacement components and accessories separately below. Order DFP series 
desoldering tip cartridges separately online or call; order SFP series soldering and RFP series rework tip 
cartridges separately. 
Supply Price Each 
Output Voltage 
Mfg. Part No. Power VAC Stock No. 1+ 
Dual-Switch Output Desoldering/Soldering Sytem with Internal Pump 
@ MFR-1351 60W 240V 4175443 1046.00 
Dual-Switch Output Desoldering System with Internal Pump 
@ MFR-1350 | 60W | 240V 4175442 859.00 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ MFR-H5-DS Desoldering Handpiece with Selectable Grip and 60"L Cord | 4175436 258.00 
@ MFR-DC10 Disposable Desolder Collection Chamber (Pack of 10) 4317678 21.00 
@ MFR-FTKIT Fittings & Air Hose Kit 4175435 41.10 
@ MFR-PG Replacement Pistol-Grip for MFR-H5-DS 4175437 37.60 
@ MFR-WSDSU Universal Workstand for Desoldering Handpiece 4175439 90.20 
PIM_195534 
Station Power Supplies 
Supply Price Each 
Power Voltage 
Mfg. Part No. Rating VAC Stock No. 1+ 
Dual-Switch Power Supply with Internal Pump 
@ MFR-PS1300 110W 240V 3272939 591.00 
PIM_5513336 
MFR-1100 SERIES SINGLE-OUTPUT SOLDERING AND 
REWORK SYSTEMS 
METCAL.. 


RoHS 
Compliant 
Available 


MFR-1110 
Configurable System Provides Versatility with @ Handpieces are ergonomic for operator safety 


and comfort 

Input line voltage: 100- 240VAC 

Input line frequency: 50/60Hz grounded circuit 
Power consumption: 65W max. 

Output power: 60W max. at 22°C 

Output frequency: 450KHz 

Ambient operating temperature: 10° to 40°C (50° 
to 104°F) 

@ Maximum enclosure temperature: 55°C (131°F) 


SmartHeat® Power and Control: 

@ SmartHeat® Technology provides exceptional 
power for high thermal demand applications 

@ High-power output at a fixed temperature provides 
high throughput with excellent yields 

© Four handpieces available for increased 
application solutions for soldering and rework on 
one system 

@ Each handpiece has a comprehensive range of 
soldering cartridges or tips for maximum flexibility 
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MFR-1100 SERIES SINGLE-OUTPUT SOLDERING AND REWORK SYSTEMS 
(CONT.) 


MFR-1100 series single-output soldering and rework systems provide high-power solutions for production 
soldering, touch-up soldering and SMD rework. Features a choice of three handpieces to support today's PCB 
and component technologies, providing maximum application solutions and increased productivity. These tools 
incorporates SmartHeat® Technology that dynamically responds to the load, delivers highly responsive and 
controlled heating, while protecting sensitive components and substrates from damage. These high-powered 
systems can perform lead-free soldering, as low as 600°F, resulting in longer tip life. 

Select from 5 system configurations: 

Mfg. part no. MFR-1110 system includes one mfg. part no. MFR-PS1100 power supply unit, one mfg. part no. 
MFR-H1-SC soldering cartridge handpiece and one mfg. part no. WS1 auto-sleep workstand with sponge and 
lead-free brass pad.Order SxP series standard soldering tip cartridges and RxP series rework tip cartridges 
separately. 

Mfg. part no. MFR-1120 system includes one mfg. part no. MFR-PS1100 power supply unit, one mfg. part no. 
MFR-H2-ST production soldering tip handpiece and one mfg. part no. WS1 auto-sleep workstand with sponge 
and lead-free brass pad. Order SvX series production tips seperately. 

Mfg. part no. MFR-1140 system includes mfg. part no. MFR-PS1100 power supply unit, one mfg. part no. 
MFR-H4-TW precision tweezers cartridge handpiece, for SMD removal of 0201 resistors to 28mm long SOIC, 
and mfg. part no. MFR-WSPT tweezers workstand with sponge and lead-free brass pad. Order TxP series 
precision tweezer cartridges seperately. 

Mfg. part no. MFR-1150 is a complete shop air desoldering system, mfg. part no. MFR-UK5 upgrade kit can 
turn existing MFR-1100 or MFR-2200 series systems into a state-of-the-art desoldering system. The built-in 
venturi provides 25 inHg (inch of mercury) which substantially increases desolder capability. Order DxP series 
precision desoldering cartridges seperately. 

Mfg. part no. MFR-1160 system includes one mfg. part no. MFR-PS1100 power supply unit, one mfg. part 
no. MFR-H6-SSC soldering cartridge handpiece and one mfg. part no. WS1 auto-sleep workstand with sponge 
and lead-free brass pad. Order SSC series soldering tip cartridges seperately. NOTE - Factory recommended 
replacement for the METCAL SP200 Soldering Station System. 

Mfg. part no. MFR-1161 system includes one mfg. part no. MFR-PS1100 power supply unit, one mfg. part 
no. MFR-H1-SC soldering cartridge handpiece, one mfg. part no. MFR-H6-SSC soldering cartridge handpiece 
and two mfg. part no. WS1 auto-sleep workstands with sponge and lead-free brass pad. For mfg. part no. 
MFR-H1-SC handpiece order SxP series standard soldering tip cartridges and RxP series rework tip cartridges 


seperately. For mfg. part no. MFR-H6-SSC handpiece order SSC series soldering tip cartridges seperately. 
NOTE - Factory recommended replacement for the METCAL SP200 Soldering Station System. 
Supply Price Each 
Output Voltage Plug 
Mfg. Part No. Power VAC Type Stock No. ‘he 
@ MFR-1120 60Ww 240V 45P6317 432.00 
@ MFR-1140 60W 240V 46P4043 585.00 
@ MFR-1160 60W 240V 26R1719 418.00 
@ MFR-1161 60W 240V 26R1720 607.00 
@ MFR-1150 60W 240V sie 4175441 796.00 
@ MFR-1110 6ow 240V EU, UK 47P0232 452.00 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
ewsi Auto-Sleep Workstand with Black Cradle, Sponge & Brass Pad | 22M4770 91.90 
@WS1G Auto-Sleep Workstand with Green Cradle, Sponge & Brass Pad | 26M8648 91.90 
@AC-BP Lead-Free Brass Pads for Workstand (Pack of 10) 03M6022 14.80 
@ MFR-PM70 Power Meter - for use with MFR Series Systems 01N5079 93.30 
@ AC-CP2 Soldering Cartridge & Tip Removal Pads 91F5873 8.42 
@ MFR-H1-SC2 Soldering Cartridge Handpiece 11X2768 136.00 
@ MFR-CA3 Soldering Handpiece Coil Assembly 11X2767 53.20 
@ MFR-H2-ST2 Soldering Tip Handpiece 11X2769 | 130.56 
@ MFR-H4-TW Tweezer Cartridge Handpiece 01N5078 — 
@ MFR-WSDSX Universal Workstand with Venturi Box 4175440 | 435.00 
@ MFR-UK5 Upgrade Kit - Desolder Handpiece and Universal Workstand | 4175438 | 654.00 
@ MFR-UK2 Upgrade Kit - Handpiece & Workstand 01N5082 | 226.00 
@ MFR-UK4 Upgrade Kit - Tweezer Cartridge Handpiece & Workstand 01N5083 | 370.00 
PIM_142168 
Station Power Supplies 
Supply Price Each 
Voltage 
Mfg. Part No. VAC Stock No. 1+ 
MFR-PS1100 240V 46P8085 265.00 
PIM_5513340 
MFR-2210 AND MFR-2211 DUAL-OUTPUT SOLDERING AND 
REWORK SYSTEMS M 
METCAL.. 


‘TUV Rheinland 


RoHS — 
Compliant 
Available 


a 


MFR-2211 
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SOLDERING EQUIPMENT & SUPPLIES 


SOLDERING STATIONS 


MFR-2210 AND MFR-2211 DUAL-OUTPUT SOLDERING AND REWORK 


SYSTEMS (CONT.) 

Select System with One or Two Active Hand- and comfort 

pieces: © Input line voltage: 100- 240VAC 

© SmartHeat® Technology provides exceptional © Input line frequency: 50/60Hz grounded circuit 
power for high thermal demand applications © Power consumption: 130W max. 

® Dual simultaneous outputs allow for single or dual © @ Output power: 60W max. at 22°C per output 
operator use © Output frequency: 450KHz 

@ Allows one operator to use one or two hand-pieces + Ambient operating temperature: 10° to 40°C (50° 


together 
@ Acomprehensive range of soldering cartridges for 
maximum flexibility 
@ Handpieces are ergonomic for operator safety 


to 104°F) 
@ Maximum enclosure temperature: 55°C (131°F 
@ TUV approved, CE compliant 


MFR-2200 series soldering and rework systems provide a high power, flexible solution for production soldering, 
louch-up soldering and SMD rework. Features dual output capability which allows the user to select operation 
of one handpiece or two handpieces simultaneously. One or two handpiece operation is easily chosen via a 
ront panel three-position switch. It dual-output power unit contains two separate power supplies providing full 
power for each handpiece that is in use. These high-powered systems can perform lead-free soldering, as low 
as 600°F, resulting in longer tip life. 


Dual-output systems mfg. part no. MFR-2210 includes one each and MFR-2211 includes two each of the 
‘ollowing components: mfg. part no. MFR-H1-SC2 soldering cartridge handpiece and mfg. part no. WS1 
auto-sleep workstand with sponge and lead-free brass pad. This handpiece uses small diameter SFP series 
standard soldering tip cartridges for easy access and RFP series rework tip cartridges for SMD components; 
ordered separately below. 

For increased flexibility two other handpieces, ordered separately below, can be used with these systems: 
mfg. part no. MFR-H2-ST soldering tip handpiece for high-power production soldering environments and mfg. 
part no. MFR-H4-TW precision tweezers handpiece for rework of SMD components. A wide assortment of 
SFV series soldering tips and TFP series tweezer tip cartridges are available; order separately online or call. 


SFP Series Standard Soldering Tip Cartridges - SFP series replaceable standard soldering tip cartridges, for 
use with mfg. part no. MFR-H1-SC2 handpiece, have been designed to deliver outstanding performance for the 
majority of point-to-point soldering and basic rework applications. The geometries within the range have been 
optimized to deliver maximum accessibility combined with optimal thermal efficiency within a narrow cartridge 
diameter. For easy identification of soldering tips used for lead-free processes, order mfg. part no. AC-CK1 
lead-free ID soldering tip rings separately above. These green-colored ID rings slip easily onto tip. 


Supply Price Each 
Output Voltage Plug 
Mfg. Part No. Power VAC Type Stock No. 1+ 
@ MFR-2211 60W 240V EU, UK 01N5085 826.00 
Price Each 
Mfg. Part No. Description StockNo.| 1+ 

e@wsi Auto-Sleep Workstand with Black Cradle, Sponge & Brass Pad | 22M4770 91.90 
@WSIG Auto-Sleep Workstand with Green Cradle, Sponge & Brass Pad | 26M8648 91.90 
@ AC-BRUSH-P Cleaning Brush - Soft Brass 76K1432 76.50 
@ SFV-CH10 Heavy-Duty Tip - 30° Chisel - 0.04x0.43” 66K6728 _ 

@AC-IK Interlocking/Mounting Kit - for MFR Systems 66K6633 14.30 
@ AC-BP Lead-Free Brass Pads for Workstand (Pack of 10) 03M6022 14.80 
@ MFR-PM70 Power Meter - for use with MFR Series Systems 01N5079 93.30 
@ AC-CP2 Soldering Cartridge & Tip Removal Pads 91F5873 8.42 
@ MFR-H1-SC2 Soldering Cartridge Handpiece 11X2768 | 136.00 
@ SFP-CH10 Soldering Tip - 30° Chisel - 0.04x0.36" 66K6713 18.50 
@ SFP-CH15 Soldering Tip - 30° Chisel - 0.06x0.39" 66K6714 18.50 
@ SFP-CH20 Soldering Tip - 30° Chisel - 0.08x0.4” 66K6715 18.50 
@ SFP-CH25 Soldering Tip - 30° Chisel - 0.1x0.394” 66K6716 18.50 
@ SFP-CH50 Soldering Tip - 30° Chisel - 0.2x0.3" 66K6717 18.50 
@ SFP-CHB15 Soldering Tip - 30° Chisel Bent - 0.06x0.474” 66K6711 23.20 
@ SFP-BVL10 Soldering Tip - 60° Bevel - 0.04x0.56” 66K6710 23.20 
@ RFP-BL1 Soldering Tip - Blade - 0.4x0.36" 66K6703 = 

@ SFP-CHL20 Soldering Tip - Chisel, Long Reach - 0.08x0.632” 66K6712 22.50 
@ SFP-CNL04 Soldering Tip - Conical, Long-Reach - 0.016x0.59” 66K6720 18.50 
@ SFP-CN04 Soldering Tip - Conical - 0.016x0.34” 66K6721 18.50 
@ SFP-CNO5 Soldering Tip - Conical - 0.02x0.2” 66K6722 31.70 
@ SFP-CNB04 Soldering Tip - Conical Bent - 0.016x0.2" 66K6718 18.50 
@ SFP-CNB05 Soldering Tip - Conical Bent - 0.02x0.579” 66K6719 18.50 
@ SFP-DRH05 Soldering Tip - Drag Hoof - 0.02x0.6” 66K6723 31.50 
@ SFP-DRH15 Soldering Tip - Drag Hoof - 0.06x0.65” 66K6724 40.10 
@ SFP-DRH35 Soldering Tip - Drag Hoof - 0.14x0.7” 66K6725 31.50 
@ SFP-DRK50 Soldering Tip - Drag Knife - 0.2x0.63” 66K6726 52.30 
@ AC-CK1 Soldering Tip Ring - Lead Free 68K2034 14.20 
@ RFP-DL2 Soldering Tip - Tunnel - 0.204x0.09x0.17" 66K6707 60.80 
@ MFR-H4-TW Tweezer Cartridge Handpiece 01N5078 — 

@ MFR-UK2 Upgrade Kit - Handpiece & Workstand 01N5082 | 226.00 
@ MFR-UK4 Upgrade Kit - Tweezer Cartridge Handpiece & Workstand 01N5083 | 370.00 

PIM_85797 
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SOLDERING EQUIPMENT & SUPPLIES 


SOLDERING STATIONS 


MFR-2220 AND MFR-2222 DUAL-OUTPUT PRODUCTION 
SOLDERING 
SYSTEMS 


M 


METCAL. 


RoHS _ 
Compliant 
Available 


MFR-2222 TUV Rheinland 
Select System with One or Two Active Hand- and comfort 
pieces: @ Input line voltage: 100- 240VAC 
© SmartHeat® Technology provides exceptional ©@ Input line frequency: 50/60Hz grounded circuit 
power for high thermal demand applications © Power consumption: 130W max. 
© Dual simultaneous outputs allow for single or dual © @ Output power: 60W max. at 22°C per output 
operator use © Output frequency: 450KHz 
© Allows one operator to use one or two hand-pieces + Ambient operating temperature: 10° to 40°C (50° 


together 
© Acomprehensive range of soldering cartridges for 
maximum flexibility 
@ Handpieces are ergonomic for operator safety 
MFR-2200 series soldering and rework systems provide a high power, flexible solution for production soldering, 
touch-up soldering and SMD rework. Features dual output capability which allows the user to select operation 
of one handpiece or two handpieces simultaneously. One or two handpiece operation is easily chosen via a 
front panel three-position switch. It dual-output power unit contains two separate power supplies providing full 
power for each handpiece that is in use. These high-powered systems can perform lead-free soldering, as low 
as 600°F, resulting in longer tip life. 


to 104°F) 
@ Maximum enclosure temperature: 55°C (131°F) 
@ TUV approved, CE compliant 


Select system with one or two active handpieces - Dual-output systems mfg. part no. MFR-2220 includes 
one each and MFR-2222 includes two each of the following components: mfg. part no. MFR-H2-ST soldering 
tip handpiece and mfg. part no. WS1 auto-sleep workstand with sponge and lead-free brass pad. This 
handpiece features high power that uses SFV series tips designed for production soldering environments; 
ordered separately below. 


For increased flexibility two other handpieces , ordered separately below, can be used with these systems: mfg. 
part no. MFR-H1-SC2 soldering cartridge handpiece for point-to-point soldering and basic rework applications 
and mfg. part no. MFR-H4-TW precision tweezers handpiece ideal for SMD rework. Awide assortment of SFP 
series soldering, RFP series rework and TFP series tweezer cartridges are available. 


SFV SERIES SOLDERING TIPS FOR HEAVY-DUTY APPLICATIONS - SFV series replaceable soldering tips 
are quick and easy to change. The power heater is built into the tip, delivering heat quickly and precisely. 


@ Indicates RoHS Compliant | Find Datasheets Online 


MRS-1000A SERIES MODULAR REWORK SYSTEM 


RoHS _ 
Compliant 
Available 


MRS-1000A 


Convection Rework System: comfort 
© Power Supply Voltage: 100-240VAC. @ Manual mode for quick setup 
© Digital display for repeatable temperature settings | @ External thermocouple for process setup and 


and profile control verification 

@ Automatic control of the preheater for simple @ Digital controlled airflow for repeatable results 
operation @ X, Y, Zand Theta controls for component 

@ Easy profile creation for operator repeatability alignment 

@ Integrated vacuum pickup for easy component @ Adjustable PCB holder for easy change outs 
removal @ Automatic vacuum lift off at the end of the cycle 

@ Hand held or tool holder mounted for operator @ Password lockout of programmed profiles 


Mfg. part no. MRS-1100A is comprised of a hand held convection tool HCT-1000, preheater PCT-1000, 
adjustable tool holder ATH-1100A, and free-standing board holder BH-2000 to create a manually assisted 
rework system. A series of nozzles, targeting a variety of applications, and optional light Magnifier LM-1000A 
round out the product offering for this system; ordered separately below. 
With standard features such as programmability, a digital display, program storage of up to 50 profiles, this 
system is not only versatile, but also easy and efficient to work with. A choice of board holders and accessories 
are available that make the system capable of handling multiple sizes of PCBs. 


Mfg. part no. MRS-1100A allows you the choice of using either the embedded profiling capability that can 
be configured to operate at a fixed temperature, or a four zone programming option. The unit also allows the 
temperature to be controlled either at the heat output (internal) or at the board (external). The “external” control 
function uses a thermocouple which can be placed on the board or a component. 


The HCT-1000 programmable hand-held convection tool is included in the MRS-1100A series modular rework 
system; ordered separately above. 


Thermally-optimized large diameter tips include additional iron plating for longer life. Ideal for use with mfg. 
part no. MFR-H2-ST production soldering handpiece. For easy identification of soldering tips used for lead-free Mfg. part no. PCT-1000 programmable preheater is included in both MRS-1100A series modular rework 
processes, order mfg. part no. AC-CK1 lead-free ID soldering tip rings separately above. These green-colored systems; ordered separately above. The PCT-1000 preheater is ideal for aiding high-thermal demand 
ID rings slip easily onto tip. applications including lead-free, multi-layer boards and large ground planes. It can be used in a variety of 
Supply Price Each processes including soldering, desoldering, and SMD rework operations. Equipped with a highly-advanced 
we | Fin wihlcb sty can moon etry pnp nn anys Sin 
Mig. Part No. Power MAG StocniNo: Le 30 user defined roflas ines, Power rating: 1200W. put ae 100-240VAC. Tapert up to B20°F A 
1x Handpiece and 1x Workstand flow: 19cim. Size: 13L x 8W x 3°H. The PCT-1000 preheater includes PCT-FS1 foot switch. To easily position 
@ MFR-2220 | 60W | 240V 01N5086 638.00 PCBs up to 12x12” or above over the PCT-1000 preheater, order mfg. part no. BH-1000 post-rail PCB holder 
2x Handpiece and 2x Workstand system or mfg. part no. BH-PK1000 board holder pin kit separately below. 
@ MFR-2222 sow 240V 01NS087 826.00 Mfg. part no. LM-1000A light magnifier is sold separately. It features a 4x magnification lens, an integrated 8 
PricelEach LED lighting system for shadow-free illumination and includes LM-PS 24V p lug-in power supply. Mfg. part no. 
ve t-——_—— LM-1000A includes light and base plate assembly. Mfg. part no. LM-1000A light magnifier with base plate LM- 
Mfg. Part No. Description Stock No. i+ PS 24V plug-in power supply - for use with LM-1000. 
ewsi Auto-Sleep Workstand with Black Cradle, Sponge & Brass Pad | 22M4770 91.90 Supply Price Each 
@WS1G Auto-Sleep Workstand with Green Cradle, Sponge & Brass Pad | 26M8648 91.90 Output Voltage Heat (=n 
@ AC-BRUSH-P Cleaning Brush - Soft Brass 76K1432 | 76.50 Mfg. Part No. Power VAC Temp. Stock No. 1+ 
@ SFV-CH10 Heavy-Duty Tip - 30° Chisel - 0.04x0.43” 66K6728 = Modular Rework System - Advanced 
@ SFV-CHB15 Heavy-Duty Tip - 30° Chisel Bent - 0.06x0.48" 66K6727 = @ MRS-1100A 600W 240V 400°C 5979874 6262.00 
@ SFV-CH20 Heavy-Duty Tips - Chisel - 0.07x0.39" 66K6729 12.90 Price Each 
@ SFV-CH25 Heavy-Duty Tips - Chisel - 0.1x0.43” 66K6730 ey Mfg. Part No. Description Stock No. 1+ 
@ SFV-DRH20 Heavy-Duty Tips - Conical, Bevel - 0.07x0.55” 66K6737 19.60 @LM-PS AC/DC Power Supply 52R7688 122.00 
@ SFV-CNL04 Heavy-Duty Tips - Conical, Long - 0.016x0.53" 66K6733 12.90 @ ATH-1000A Adjustable Tool & PCB Holder with Advanced Head 47R4998 = 
@ SFV-CNL10 Heavy-Duty Tips - Conical, Long - 0.04x0.51” 66K6734 12.90 @ HCTA-CC Communications Cable 52R7665 13.30 
@ SFV-CNO5 Heavy-Duty Tips - Conical - 0.02x0.34” 66K6736 12.90 @ HCT-FS2 Dual Foot Switch - For use with HCT-1000 52R7660 122.00 
@ SFV-CNB05 Heavy-Duty Tips - Conical Bent - 0.02” 66K6732 12.90 @ PCT-FS1 Foot Switch - For use with PCT-1000 46P6974 51.60 
@ SFV-CH50 Heavy-Duty Tips - Extra-Large Chisel - 0.2x0.4” 66K6731 12.90 @ BH-2000 Free-Standing Board Holder 9074142 | 772.00 
@AC-IK Interlocking/Mounting Kit - for MFR Systems 66K6633 14.30 @ HCTA-TH1 Handpiece Tool Carrier 52R7667 12.90 
@ AC-BP Lead-Free Brass Pads for Workstand (Pack of 10) 03M6022 14.80 @ HCT-HTRASSY Heater Assembly - for use with HCT-1000 52R7661 99.50 
@ MFR-PM70 Power Meter - for use with MFR Series Systems 01N5079 93.30 @ HNA-1 Nozzle Adaptor 52R7686 368.00 
@AC-CP2 Soldering Cartridge & Tip Removal Pads 91F5873 8.42 @ HCT-NC Nozzle Carrier 52R7663 362.00 
@ MFR-H1-SC2 Soldering Cartridge Handpiece 11X2768 136.00 @ HCTA-NW1 Nozzle Wrench 52R7666 82.60 
@AC-CK1 Soldering Tip Ring - Lead Free 68K2034 14.20 @ BH-PK1000 PCB Holder Pin Kit 46P7489 38.90 
@ MFR-H4-TW Tweezer Cartridge Handpiece 01N5078 = @ HCT-HV1 Rework Convection Tool Handpiece with Integral Vacuum, | 52R7662 749.00 
@ MFR-UK2 Upgrade Kit - Handpiece & Workstand 01N5082 | 226.00 Cord & Connector 
@ MFR-UKA Upgrade Kit - Tweezer Cariridge Handpiece & Workstand | 01N5083 | 370.00 @ HN-B2525 Rework Nozzle - For BGAIPLCC88 - 25x26mm S2R7680) | 11478100 
PIM. 85792 @ HN-B1515 Rework Nozzle - For BGA - 15x15mm 52R7676 | 206.00 
— @ HN-B2727 Rework Nozzle - For BGA - 27x27mm 52R7681 262.00 
@ HN-B3232 Rework Nozzle - For BGA - 32x32mm 52R7682 | 393.00 
@ HN-B3535 Rework Nozzle - For BGA - 35x35mm 52R7683 | 393.00 
@ HN-B4040 Rework Nozzle - For BGA - 40x40mm 52R7684 | 393.00 
@ HN-B1010 Rework Nozzle - For CSP/LGA/LCC - 10x10mm 52R7673 Es 
@ HN-BO707 Rework Nozzle - For CSP/LGA44 - 7x7mm 52R7672 | 342.00 
@ HN-B1414 Rework Nozzle - For CSP/QFP/TQFP100 - 14x14mm 52R7675 | 526.00 
> CONTINUED > 
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SOLDERING EQUIPMENT & SUPPLIES 


MRS-1000A SERIES MODULAR REWORK SYSTEM (CONT.) Rework Stations (CONT.) 
Price Each Supply Price Each 
Mfg. Part No. Description Stock No. 1+ Output Voltage 
@ HN-B1408 Rework Nozzle - For CSP/SOIC24M - 14x8mm 52R7674 | 309.00 Mfg. Part No. Bower ” SISCKING: te 
@ HN-J0005 Rework Nozzle - For Discrete - 5mm Dia. 52R7685 | 771.00 Doscldering System iw om — 
@HN-B1818 __| Rework Nozzle - For PLCC44/CSP/TOFP100/BGA - 18x18mm | 52R7678 | 227.00 SS MSUSEL | okt) 1922/00) 
@HN-B1809 _| Rework Nozzle - For SOJ28/SOIC28M/TSOP32 - 18.2x8.5mm | 52R7677 | 318.00 Rework System iw Tov aaa 
@ AC-TCK-36-36 Thermocouple Kit - K-Type, 36AWG, Pack of 2 3272526 51.70 5 ee Ri ks | 25.00) 
@ AC-TCK-40-36 Thermocouple Kit - K-Type, 4OAWG, Pack of 2 9071227 | 68.30 oldering | Rework System iw om — 
@ HCTA-VC64-5 Vacuum Cups - 1/4” (6.4mm), Pack of 5 52R7670 27.30 Bens | 95:00) 
@ HCTA-VC50-5 Vacuum Cups - 3/16” (5mm), Pack of 6 52R7669 | _ 20.50 iim 
@ HCTA-VC80-5 Vacuum Cups - 5/16" (8mm), Pack of 5 52R7671 20.50 
@HCTAVCI1-S Vacuum Cups - 7/16" (11mm), Pack of 5 52R7668 | _27.30 WX HIGH POWERED DIGITAL SOLDERING STATIONS ° 
aes AND ACCESSORIES eer 
RoHS 
Compliant 
MX-500 SERIES SMARTHEAT® SOLDERING & REWORK Avanebe 
SYSTEMS 
METCAL.. 
Bim 
Compliant 
Available WxX2020 
Wx1010 
Features: RT series and WX1012 XNT series 
® Capacitive glass touch screen is chemical and Model Contents: 
temperature resistant © WX1010 - WX1 Solder Station, WXP120 Soldering 
© Turn and click wheel with enter key and finger ron, WDH10 Support Stand, 120V 
guide is intuitive to use © WX1012 - WX1 Solder Station, WXP65 Soldering 
MX-5008 @ Multi-language menu navigation ron, WDH10 Support Stand, 120V 
Features: © Compatibility with all MX products @ Large graphic LCD display can be viewed from © WX1011 - WX1 Solder Station, WXMP Soldering 


@ Integrated power indication meter 

@ User programmable powersave mode 

© Ground fault interrupt 

© Universal power supply work on 50hz or 60hz 
The system utilizes SmartHeat® Technology, wherein each cartridge is equipped with a self-regulating heater 
which ‘senses’ its own temperature and closely maintains its pre-set idle temperature for the life of the heater-tip. 
MX-500 retains switchable dual port, 40W operation while introducing numerous new features in a new housing. 
Mfg. part no. MX-500S Soldering / Rework System includes power supply, MX-RMSE soldering and rework 
hand-piece and WS1 sleeper workstand. 
Mfg. part no. MX-500SPT Rework System includes power supply, MX-PTZ precision tweezer hand-piece with 
MX-W4PT TipSaver workstand and MX-RM3E soldering and rework hand-piece and WS1 sleeper workstand. 
Mfg. part no. MX-500DS Desoldering System includes power supply, MX-DS1 desoldering hand-piece with 
MX-WS5DS TipSaver workstand and MX-RM3E soldering and rework hand-piece and WS1 sleeper workstand. 


© Greater process control with SmartHeat® 
technology 
@ Reduced space requirements 


all angles ron, WDH50 Stand, 120V 

@ Versatile connectivity options - preheaters and © WX2020 - WX2 Solder Station, WXP120 Soldering 
fume extraction systems ron (x2), WDH10 Support Stand (x2), 120V 

@ Multi-purpose USB port for parameter configuration @ WX2021 - WX2 Solder Station, WXMP Soldering 
and data logging ron, WDH50 & WDHE60 Stands, WXMT Micro 

© ESD safe to protect sensitive components weezer, 120V 

© WX1010 uses XT series soldering tips, WX1011 


Mfg. part no. WX2 control unit is designed for ease of use with its uniquely responsive touchscreen to its 
exceptionally intuitive user interface. WX2 control unit features a powerful and easy-to-use two-channel 
soldering device. A variety of connectivity options, intelligent soldering tools and a number of brand new features 
are ideal for soldering work on LED backplanes, solar applications and micro soldering joints. Mfg. part no. 
WX2020 supports operation of two 120 watt soldering pencils simultaneously and 120 watt pencil can solder 


5 large or small parts requiring high power. Mfg. part no. WX2021 fine, thin WXMP soldering pencil is suited for 
[Price Each = work under a microscope and WXMT tweezers are ideal for soldering and desoldering small SMD parts. Mfg. 
Mfg. Part No. Description Stock No. 1+ part no. WX2 control unit is optimized by a wide selection of WX tools and accessories; ordered separately 
@ MX-TALON-01 TALON Upgrade Kit 50B6148 — below. 
Price per WX Soldering Tools & Accessories - All WX tools have an integrated sensor system, customised bit calibration 
Pkg. with no base station required, signal reader built into the handle and internal memory. Features an ergonomic 
Mfg. Part No. Description Stock No. 4+ design, extremely high precision and short heating times. 
@wst Auto-Sleep Workstand with Black Cradle, Sponge & Brass Pad [j22Ma770 91.90 Soldering Tips for WXP200 Soldering Pencils - Designed to provide maximum heat transfer from the heater 
@ MX-DCFIL Chamber Liners for DS1 (Pack of 40) 76K1954 42.60 to the tip. 
Mx-DS1 Desoldering Handpiece 41B5513 | 424.00 Supply Price Each 
@ Mx-DO001 Desolder Upgrade Kit 76K1955 | 527.00 Output Voltage Heat Plug a 
@ MX-DAH4 ESA Air Hose with Standard Fitting 76K1951 | 63.50 Mig. Part No. Power VAC Temp. | Type _|MEStackiNay lt 
@mx-pcr1 | Filter Pack for DS4 (inc. 15 chamber liners & 6 fume filters) | 76K1952| 39.80 @ Wx 1010 200W 120V sau US po uib2 900.00 
@ MX-DCFIF Fume Filters for DS1 (Pack of 20) 022146] 13.60 exit 2 dev clus us 3970804 | 1220.00 
@MX-TALON| __ Handpiece with Cord (Tweezers) for TALON MX-500TS __| 77M9250 = Swett geal —_ Go0hk - 5871163 | 830.00 
@ MX-RM3E Handpiece with Cord for MX-500S 91F5870 | 139.00 Price Each 
@ MX-RM6E Long-Reach Soldering Handpiece with CP2 for MX500 41B5524 | 196.00 Mfg. Part No. Description Stock No. 1+ 
@ MX-PTZ Precision Tweezer Soldering/Rework Handpiece for MX-500 | 95M8557| 368.00 @ 0058765711 Barrel for WXP120 Soldering Iron 5375076 = 
@ AC-CP2 Soldering Cartridge & Tip Removal Pads 91F5873 8.42 © 0051516999 WDH60 Safety Rest (for WXMT) 3970808 _ 
@ AC-YS3-P Sponge - for use with MX/SP/DP Workstands 91F5872 | 79.50 © 0058764711 WX Adaptor for PC/Computer 3970819 _ 
@ MX-W5DS TipSaver Desoldering Workstand 46P8242 | 105.90 © 0058764712 WX Adaptor for WFEWHP 3970820 oa 
@ MX-W4PT TipSaver Precision Tweezer Workstand 46P8240 | 105.90 © 0058764710 WX Interface Cable 3970818 = 
@ WST Workstand with Sponge for TALON MX-500TS Soldering/Rework | 21M8515 =a @ 0051317799 WXMT Micro-Desoldering Tweezers (No Tip Cartridge) 3970806 = 
System @ XHTC XHT C Chisel Tip, 3.2mm Wide x 1.2mm Thick 3970817 13.10 
PIM_19827 @ 0054480199 XHT D Chisel Tip, 5.0mm Wide x 1.2mm Thick 3970815 es 
@ 0054480299 XHT E Chisel Tip, 7.6mm Wide x 1.5mm Thick 3970816 = 
Station Power Supplies @ XNT1 XNT 1 Micro Tip, 0.25mm Wide 5375064 = 
Supply Prceleach @ XNT4 XNT 4 Angled Round Tip, O/D 1.20mm 5375069 7.90 
Power Voltage —aa @ XNT6 XNT 6 Chisel Tip, 1.60mm Wide x 0.4mm Thick 5375070 = 
Mfg. Part No. Rating VAC Stock No. 1+ @ XNTC XNT C Chisel Tip, 3.20mm Wide x 0.8mm Thick 5375072 = 
Dual Port Switchable Power Supply @ XNTD XNT D Chisel Tip, 4.0mm Wide x 0.8mm Thick 5375067 = 
© MX-500P 40W 240V 23X5006 462.00 @XNTGW1 | XNT GW Gullwing Tip, O/D 2.0mm x 3.0 Wide x 13.4mm Thick | 53T5068 = 
PIM_5513319 @ XNTH XNT H Chisel Tip, 0.8mm Wide x 0.4mm Thick 5375073 a 
@XNTK XNT K Chisel Tip, 1.2mm Wide x 0.4mm Thick 5375074 — 
Rework Stations @ XNT KN XNT KN Knife Tip, 2.0mm Wide 5871165 as 
PIM_194841 
Station Power Supplies 
> CONTINUED > > CONTINUED > 
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SOLDERING STATIONS 


Station Power Supplies (CONT.) 


Supply Price Each 
Power Voltage Plug 
Mfg. Part No. Rating VAC Type Stock No. 1+ 
Wx 2 200W 120V US 3970803 650.00 
PIM_5513310 


WT1 & WT1H SOLDERING STATIONS 


Front-mounted mains switch 
Multi-functional LC display 
New menu button 

2-in-1 WSR safety rest 

New soldering pencil 
Stackable units 

High performance 
Backwards compatibility —_ 

These next-generation, one-channel soldering - 

stations aim to please.The detailed LC display 

enables an unprecedented overview of all functions, quick and easy to reach via the new user-friendly menu 
button. The lightning-quick change process of the heating element during operation allows efficient working with 


Weller’ 


several different tip types in quick succession. If you need even more performance than 90 W, then the smart 
solution is the higher-powered WT 1H, at 150 W. 
Supply Price Each 
Output Voltage 
Mfg. Part No. Power VAC Stock No. 1+ 

WTIN gow 120V 01AC0158 272.00 

WT1HN 150W 120V 01AC0157 349.00 
PIM_5722533 


WT10 SERIES SOLDERING STATIONS 


Front-mounted mains switch 
Multi-functional LC display 
New menu button 

2-in-1 WSR safety rest 

New soldering pencil 
Stackable units 

High performance 
Backwards compatibility 
WT1011N ‘ 


@ Kit includes: WT1 Station, WSP80 Iron, LTB Tip, ri jai inelides: WT1 Station, WSP80 Iron, LTB Tip. 


WSR201 Safety Rest 
WSR201 Safety Rest 
WT1010N WT1012N 


© Kit includes: WT1H Station, WP200 Iron, XHTD © Kitincludes: WT1 Station, WSP80 Iron, LTB Tip, 


Tip, WSR202 Safety Rest WSR201 Safety Rest 
WT1011HN WT1013N 
© Kit includes: WT1 Station, WP65 Iron, XNTA Tip, © Kit includes: WT1 Station, WP80 Iron, LTB Tip, 
WSR201 Safety Rest WRS201 Safety Rest 
WT1011N are NES 
These next-generation, one-channel soldering stations aim to please.The detailed LC display enables an 
unprecedented overview of all functions, quick and easy to reach via the new user-friendly menu button. The 


Weller’ 


lightning-quick change process of the heating element during operation allows efficient working with several 
different tip types in quick succession. 
Supply Price Each 
Output Voltage Plug 
Mfg. Part No. Power VAC Type Stock No. 1+ 
WT1011HN 90W 120V US 99Y9706 705.00 
WT1011N gow 120V US 99Y9707 461.00 
WT1012N gow 120V US 99Y9708 439.00 
WT1010HN 120W 120V US 99Y9704 645.00 
WT1010N 120W 120V US 99Y9705 510.00 
WT1013N 120W 120V US 99Y9709 455.00 
PIM_5722569 


WTHA1 HOT AIR STATION 


Weller’ 


@ Front panel power switch 
@ Multi-function LCD screen 
@ Quick access menu button @ Finger-activated switch on hot air pencil 

@ Stackable unit @ Flexible silicone hose 

900 W power, compact, easy-operating station with a smart temperature profi le mode adjustable for diverse 
rework applications, assuring fast, safe performance. Up to 100 | / min expanded hot air. 


@ 5 Pre-sets / temperature profi le 
@ Up to 5 pre-sets available 


Supply Price Each 
Output Voltage Heat 
Mfg. Part No. Power VAC Temp. Stock No. 1+ 
WTHA1N 900W 120V 600°C 01AC5084 845.00 
Price Each 
Mfg. Part No. Description Stock No. (Ee | 
TNRB 17 1.7mm, 45° Round, Bent Soldering Tip 01AC5082 66.00 
TNR 25 2.5mm Round Soldering Tip 01AC5079 64.00 
TNR 40 4mm Round Soldering Tip 01AC5080 17.20 
TNRB 60 6mm, 45° Round, Bent Soldering Tip 01AC5083 51.00 
> CONTINUED > 
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WTHA1 HOT AIR STATION (CONT.) 


Price Each 
Mfg. Part No. Description Stock No. 1-1- 
TNR 70 7mm Round Soldering Tip 01AC5081 30.30 
HOLDER RECLINED FOR HAP 3 Iron Holder, Reclined 01AC5076 42.77 
TNA Nozzle Adapter 01AC5078 22.16 
SILICON PAD FOR WTHA1 Silicon Pad 01AC5077 = 
PIM_5722576 
Kits 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ WXMP SOLDERING SET WITH WDH 51 | WXMP Micro-Soldering Pencil, RT3| 3970812 | 281.00 
Tip, WDHS0 Stand 
@ WXMT + WDH 60 WXMT Micro-Desoldering Tweezers, | 39T0807 354.00 
with RTW2 Tip Set & WDH60 Stand 
@ WXP 200 + WDH 31 WXP200 Soldering Pencil, WDH31 | 39T0814 | 378.00 
Stand (for WX1/2 Stations) 
@ WXP 65 + WDH 10 WXP 65 Soldering Iron with WDH10 | 5375063 a 
Stand 
PIM_5513308 
Low Voltage 
Supply Price Each 
Voltage Output Heat ce 
Mfg. Part No. VAC Power Temp. Stock No. 1+ 
WXMP Micro-Soldering Pencil (No Tip) 
@ 0052920399 24V 40W 850°F 3970811 ae 
WXP120 Soldering Pencil 
@ 0052920199 24V 120W 850°F | 39T0809 ae 
WXP120 Soldering Pencil with WDH10 Stand 
@ WXP120 + WDH 10 24V 120W aie | 3970810 348.00 
WXP200 Soldering Pencil 
@ WXP 200 24V 200W 850°F 3970813 287.00 
WXP65 Soldering Iron 
@ WXP 65 24V 65W 454°C 5871164 258.00 
PIM_5513309 


HIGH-END PERFORMANCE SOLDERING STATIONS AND 
ACCESSORIES 


Weller’ 


WESS1 
® Designed for Continuous Production Soldering © Temperature Range: 350°F-850°F 


© Quick Heat-Up and Rapid Temperature Recovery 
@ ESD-Safe to Protect Sensitive Components 


© Slim, Comfortable Handpiece 


Wireless temperature lockout to prevent operators from raising the temperatures to levels higher than specified 
for the board or component. Allows process control. 
Supply Price Each 
Output Voltage Heat 
Mfg. Part No. Power VAC Temp. Stock No. 1+ 
Digital Electronic Soldering Station w/ ETA Tip 
WESDS51 SOW 120V 850°F 9403885 = 
Electronic Soldering Station w/ ETA Tip 
WES51 50W 120V 850°F 9201414 = 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
ETAA Iron Tip, Flat, 1.57mm 95F3727 5.10 
PES51 Soldering Pencil for WES51PU w/ ETA Tip 9401544 64.00 
PIM_48777 
Low Voltage 
Supply Price Each 
Voltage Output Heat 
Mfg. Part No. VAC Power Temp. Stock No. 1+ 
Soldering Pencil for WES51PU w/ ETA Tip 
PES51 24V 50W 850°F 9401544 64.00 
PIM_5513328 
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WHA900 HOT-AIR REWORK STATION 
AND ACCESSORIES 


Weller’ 


WHA 900 


© Controlled output maintains set temperature 
regardless of air flow setting 

@ User-selected temperature and air flow setback 

@ Temperature offset control fine-tunes the hot air 
temperature at the tip 1022°F (50°C to 550°C) 

© Standby button to power-down to low settings @ ESD safe 


Mfg. part no. WHA 900 hot-air rework station with internal pump is ideal for safe removal of larger, high lead- 
count SMD components and is capable of handling numerous other hot-air applications. Features closed-loop 
temperature feedback control that maintains the temperature at the nozzle, independent of the airflow rate. 
Includes rework station, 7.625"L hot-air pencil hand-piece and a rest support for hand-piece. Current supply: 
120V / 24V. Power consumption: 750W. Hot-air pencil hand-piece output: 650W. Compact design maximizes 
workspace efficiency — station unit size: 8.125L x 6.625W x 4.25"H. Order hot-air nozzles and hot-air nozzle 
rack separately below. 


Hot-Air Nozzle Rack 


when not in use 

@ Air from internal pump is infinitely adjustable from 
5 Limin. to 50 L/min. 

@ Adjustable hot-air temperature from 122°F to 


Supply Price Each 
Output Voltage Heat Plug 
Mfg. Part No. Power VAC Temp. Type Stock No. 1+ 
WHA 900 650W 120V 1022°F EU 34M4265 = 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
0051504899 Hot-Air Nozzle Rack - for WHA900/2000 Rework Stations 32H1877 — 
NR 10 Round Hot-Air Nozzle (No Vacuum) - 0.276” I.D. 0102679 95.00 
NR 04 Round Hot-Air Nozzle (No Vacuum) - 2.5” I.D. 0102581 95.00 
NR 05 Round Hot-Air Nozzle (No Vacuum) - 4” I.D. 0102674 95.00 
@ 58736814 Soldering Iron Tip, 4 Sides Heated - 18mm 26M8392 ue 
PIM_108765 


WTCPT CONTROLLED-OUTPUT SOLDERING STATION 


@ Unique Closed-Loop Method of Controlling Maximum Tip Temperature 
© Quick-Disconnect Plug Allows for Fast Soldering 

Iron Changes 
@ ESD-Safe to Protect Sensitive Components 
@ Lightweight, 60W Soldering Iron 
© Temperature Range: 600°F to 800°F; Range 


Weller’ 


Determined by Tip Selection 
Output Heat Price Each 
Mfg. Part No. Power Temp. Stock No. i+ 
Soldering Pencil - with PTA7 Tip 
TC201T 42W 800°F 35F2522 = 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
TC217 Replacement Cord Assembly for TC201T Pencil 52F5681 = 
TC205 Replacement Sponge for PH Series Iron Stands (No Holes) | 34F1030 1.70 
PH1201ESD Soldering Tool Stand - For EC/TC Irons 95F3797 46.60 
PIM_5994 
Heating Elements 
Price Each 
Mfg. Part No. Length Stock No. 1+ 
Heater Assembly for TC201T Pencil 
EC234 5 90F6541 28.10 
PIM_5513317 
Soldering Stations 
Supply Price Each 
Output Voltage Heat 
Mfg. Part No. Power VAC Temp. Stock No. 1+ 
Temperature-Controlled Soldering Station 
WTCPT 60W 120V 800°F 35F3309 = 
PIM_5513318 
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SOLDERING EQUIPMENT & SUPPLIES 
SOLDERING STATIONS 


RoHS. ) 
Compliant 
Available 

i} 


WR3000M DIGITAL SELF-CONTAINED 
3-FUNCTION REWORK SYSTEM 


WR3000M 


0051515599 SMT Chip Removal Nozzle Kit 


Rework on the Highest Level — Innovation Newly 

Designed: 

@ 400 watts of power over 3 independently-controlled 
channels with automatic tool detection 

@ Air and vacuum ports allow use of up to 3 tools 
simultaneously 

© Compatible with all high-speed micro-tools — 
WMRP and WMRT 

@ Powerful HAP200 200W hot-air pencil for efficient, 
lead-free rework 


Mfg. part no. WR3000M rework system includes mfg. part no. WR3M digital, self-contained 3-function 400W 
rework station control unit, HAP200 200W hot-air pencil with nozzle adapter and WDH30 hot-air pencil stand 
with sponge, DXV80 80W desoldering pencil and WDH40 desoldering pencil stand with sponge, WP80 80W 
micro-soldering pencil with WDH10T “Stop-and-Go” soldering pencil stand with sponge, WVP vacuum pick- 
up pen, WDC2 attachable soldering tip dry cleaner, 1.2mm and 3.0mm hot-air nozzles, 2.3mm and 2.5mm 
desoldering nozzles, nozzle replacement tool, desoldering cleaning tools, brush and spare filters, color-coded 
clips for easy tool identification, CD with USB software and USB cable. Rework station features rotary vane 
pump. Temperature range: 150° F to 850° F (variable in one degree increments). Controllable temperature 
range is tool-dependent. Air flow volume: 4 liter/minute to 15 liters/minute. Voltage: 120V, 60Hz. All tool handles, 
cord sets and air flow are static free. 


© USB port allows use of included comprehensive 
PC software for monitoring, parameterizing and 
datalogging 

@ WRK rework desoldering set allows components 
removal up to 30 x 30mm 

© WVP vacuum pen allows easy handling of 
components 

® Large, intuitive LCD display shows critical functions 
for 3 channels 


Mfg. part no. WR3M digital, self-contained, 3-function rework station is specifically-designed to the needs and 
requirements of professional repairs to latest-technology electronic sub-assemblies in industrial production 
engineering and in the repair and laboratory fields. Features three independent tool channels with automatic 
tool detection for the simultaneous operation of three soldering tools. Station comes with adapter for use with 
HAP200 200W hot-air pencil, ordered separate below, CD with USB software and USB cable. Size: 10.75"L 
xX 9.25"W x 4.02H". Select from a wide array of rework tools and accessories, ordered separately below, and 
create a “made-to-order” rework system. 


Mfg. part no. 0052711799 HAP200 hot-air tool set includes HAP200 200W hot-air pencil with finger switch to 
control pump speed, 1.2mm and 3.0mm nozzles, adapter and WDH30 hot-air pencil stand with sponge. For 
HAP200 hot-air pencil only, order mfg. part no. 0052711699 separately below. Order hot-air nozzles separately 
below. 


Mfg. part no. 0051515599 WRK SMT chip removal nozzle kit contains nine progressively-size nozzles to 
facilitate soldering and desoldering of SMT components up to 30x30mm. This 9-pc. nozzle set is for use with 
HAP200 hot-air pencil; ordered separately above. Mfg. part no. 0051515499 ESD-safe, stainless steel stand is 
ideal for storing all nine nozzles that come with the WRK SMT chip removal kit; ordered separately below. Select 
from three different SMT quad chip removal nozzle sets, ordered separately below. These nozzle sets are for 
use with HAP200 hot-air pencil; ordered separately above, and include the WVP vacuum pick-up pen for easy 
manually handling of SMD components and other small parts. For the WVP ESD-safe, vacuum pick-up pen only, 
order mfg. part no. 0052918499 separately below. To fit nozzles from the HAP1 hot-air pencil to the HAP200 
hot-air pencil, order mfg. part no. 0058761728 hot-air nozzle adapter separately below. 


Mfg. part no. 0051318399 DSX80 desoldering tool set includes DSX80 80W desoldering pencil with external 
solder collection chamber, two desoldering nozzles, cleaning tool, glass collector, gasket, anti-bloc paste, filter 
and WDH30 desoldering pencil stand with sponge. For DSX80 80W desoldering pencil only, order mfg. part 
no. 0051319099 separately below. Use the patented X series threadless desoldering tips, ordered separately 
below. 


Mfg. part no. 0051318299 DXV80 desoldering tool set includes DXV80 80W desoldering pencil with internal 
solder collection chamber, desoldering nozzles and WDH40 desoldering pencil stand with sponge. Order the 
patented X series threadless desoldering tips separately above. 


Mfg. part no. 0052918199 WP80 soldering tool set includes WP80 80W soldering pencil with short “tip-to-grip” 
design (52mm working length), LTB soldering tip and WDH10 soldering pencil stand with sponge. Mfg. part no. 
0053313199 MPR80 antistatic Peritronic soldering tool set includes MPR80 80W ESD-safe Peritronic soldering 
pencil that increases visibility for making intricate connections, LTB soldering tip and KH25P soldering pencil 
stand with sponge. 


Mfg. part no. 0053315999 WMP mico-soldering tool set includes WMP 65W micro-soldering pencil with heater 
in handle and extremely short “tip-to-grip” working distance, NT1 soldering tip and WDH20T “Stop-and-Go” 
soldering pencil stand with sponge. Mfg. part no. 0052917999 WMP micro-soldering tool set comes with the 
same components as mfg. part no. 0053315999 set except with the WDH20 soldering pencil stand with sponge. 


Price Each 
Mfg. Part No. Description StockNo. | 1+ 
WR 3M Digital Self-Contained 3-Function Rework System 55M4664 2100.00 
Price Each 
Mfg. Part No. Description StockNo.| 1+ 
0051350099 Desoldering Nozzle Cleaning Tool 8108875 27.30 
DSX80 W/ WDH30| DSX80 80W Desoldering Tool Set - with WDH30 Stand | 58M2800 | 393.00 
0051315099 DX113HM High-Mass Threadless Desoldering Tip - 0.098" | 58M1910 24.20 
0.D. X 0.906" L 
@ DX113 DX113 Threadless Desoldering Tip - 0.098" O.D. X 0.906" L} 57K8655 17.70 
0051314799 DX117 Threadless Desoldering Tip - 0.114” 0.D. X 0.906" L} 58M2794 18.10 
DX118 DX118 Threadless Desoldering Tip - 0.059” O.D. X 0.906” L} 58M2795 17.70 
0051315199 DX119 Threadless Desoldering Tip - 0.043” O.D. X 1.22” L | 58M2796 18.10 
DX120 DX120 Threadless Desoldering Tip - 0.098" O.D. X 0.866" L} 58M2797 17.70 
> CONTINUED > 
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SOLDERING EQUIPMENT & SUPPLIES 


SOLDERING STATIONS 


WR3000M DIGITAL SELF-CONTAINED 3-FUNCTION REWORK SYSTEM 


(CONT.) 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
DXV 80 W/ WDH40 | DXV80 80W Desoldering Tool Set - with WDH40 Tool | 58M2799 | 386.00 
Stand 

@ wdc Free-Standing Soldering Tip Dry Cleaner 34M8975 24.90 
HAP 200 SET Hot-Air Tool Set - for WR3M Station 58M1917 | 471.00 
WDH 50 SUPPORT Soldering Pencil Stand with Sponge 58M1915 | 137.00 
0051303199 Soldering Tip Tinner/Activator 58M1909 = 
wvP Vacuum Pick-Up Pen 55M4647 | 102.00 
WDC 2 WDC2 Attachable Soldering Tip Dry Cleaner 55M4510 18.40 
WRK WRK SMT Chip Removal Nozzle Kit 52M8403 | 486.00 

PIM_102086 

REWORK SYSTEMS 


WR3000TS 


Model Details: 

© Mfg. part no. WR3ME features 400W of power 
over 3 independently-controlled channels, 200W 
of hot air power for efficient lead-free work, Up to 
120W of desoldering power for demanding ground 
plane and multi-layer boards, Up to 200W of sol- 
dering power for unmatched application versatility 
and compatible with a wide range of accessories. 

© Mfg. part no. WR3000TS features 400W of power 
over 3 independently-controlled channels, specified 
tips included, application flexibility up to 19 tool 
options, PC Connectivity and Logging software 
included (Note: Not compatible with WRK kit or 
WVP vacuum pencil). 

© Mfg. part no. WR3000SA features 400W of 
power over 3 independently-controlled channels, 


RoHS — ® 
Compliant 
Available 


os 


WR3000SA 


kit or WVP vacuum pencil). 
Mfg. part no. WR3000SS features 400W of power 
over 3 independently-controlled channels, specified 
tips, application flexibility with up to 19 tool options, 
PC Connectivity and Software included (Note: Not 
compatible with WRK kit or WVP vacuum pencil). 
Mfg. part no. WR3000TA features 400W of power 
over 3 independently-controlled channels, specified 
tips, application flexibility with up to 21 tool options, 
PC Connectivity and Software included (Note: Not 
compatible with WRK kit or WVP vacuum pencil). 
Mfg. part no. WR5000M feattures 700W of 

power over 5 independently-controlled channgels, 
specified tips included, applicaton flexibility up to 
19 tool options (WR3ME only), PC Connectivity 
and data logging software included (WR3ME 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


WXR3 REWORK STATION 


@ Up to three 200w high performance tools can be 
operated simultaneously for up to 600 watts of total 
power on the 3-channel, WXR3 rework system 

@ Used for soldering and desoldering of both large 
and small SMT components 

® 2 internal pumps provide the sources for hot air, 
desoldering vacuum and a vacuum pick up tool for 
a completely self-contained rework system 

@ LCD display simultaneously monitors all param- 
eters, connected tools and peripheral devices. 

Multifunctional WXR3 can be used simultaneously with a soldering iron, desoldering iron and hot air pencil. 


Adjust parameter setting and other functions 
through menu. 

© Compatible with all WX tools, accessories, and 
peripherals 

@ WXR3002 set includes: WXR rework unit, 
WXHAP200 hot air pencil / nozzles, WXDP120 
desoldering iron / tips, WXP120 soldering iron 
/ tips, WVP vacuum pickup pen / vacuum cups, 
desoldering tiplet and 3 safety rests 


Supply Price Each 
Voltage Heat 
Mfg. Part No. VAC Temp. Stock No. 1+ 
WXR3002 120V 450°C 40Y7489 3420.00 
Price Each 
Mfg. Part No. Description Stock No. ta 
WXDP 120 Desoldering Iron - 450°C, 120W, 24V 491781 406.00 
WXDV 120 Desoldering Iron - 450°C, 120W, 24V 49Y1782 ees 
WXHAP 200 Hot Air Pencil - 550°C, 200W, 24V 40Y7430 425.00 
WxP120 Soldering Iron - 450°C, 120W, 24V 49Y1783 274.00 
PIM_5465927 


WD1000M MICRO DIGITAL REWORK/SOLDERING 
STATION ACCESSORIES 


Weller’ 


a 


RTW1 Tweezer Tip Set RTW2 Tweezer Tip Set 


RoHS — 
Compliant 
Available 


0051317399 


RTW4 Tweezer Tip Set 


RTW3 Tweezer Tip Set 


Replacement accessories for use with Mfg. part no. WD1000M single-channel micro digital rework/soldering 
station, 120V designed for high-density SMT soldering and rework. Mfg. part no. WMRP micro-pencil is 
chrome-plated aluminum and features an auto-off switch. Its short tip-to-grip (45mm) distance putting user close 
to the work. Select from RT series soldering tips; ordered separately below. 

RT series Soldering Tips are specially designed for microsoldering tasks and microscope workstations. They 


specified tips included, application flexibility up only) (Note: Not compatible with WRK kit or WVP 
to 19 tool options, PC Connectivity and Logging vacuum pencil). 
software included (Note: Not compatible with WRK 
Supply Price Each 
Output Voltage Heat 
Mfg. Part No. Power VAC Temp. Stock No. 1+ 
WR3000TS 400W 120V 550°C 78X2582 2340.00 
WR3000SA 400W 120V 550°C 86X1862 es 
WR3000SS 400W 120V 550°C 40Y7484 = 
WR3000TA 400W 120V 550°C 31Y6689 2320.00 
WRS5000M 700W 120V 500°C 40Y7485 3910.00 
PIM_5465735 


Cut costs, not corners with 


Board & Box Components 
newark.com/multicomp 


multicomp 


PIM_5624836 


can also be used with lead-free solder. Changing soldering tips is quick, easy and requires no tools. Just pull out 
the old tip, insert the new one, and continue soldering. The heating element is built into the tip, delivering heat 
quickly and precisely to the soldering joint. Length/reach: 1.654” (0.42mm). 
Price Each 
Mfg. Part No. Width Style Stock No. 1+ 
@RT1 0.2mm Needle 24K3763 29.80 
@RT3 0.41mm Chisel 24K3765 29.80 
RT5 0.41mm Chisel, Bent 24K3767 29.80 
@RT2 0.8mm Point 24K3764 29.80 
@RT6 4.2mm 45° Round Bevel 24K3768 27.51 
@RT4 1.5mm Chisel 24K3766 29.80 
@RI7 2.2mm 45° Knife 24K3769 29.80 
RT11 3.6mm Chisel 43W8125 29.80 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
WMRT + RTW2 Micro SMD Desoldering Tweezers with RTW2 Tip Set | 84K0489 365.00 
WDH 50 SUPPORT Soldering Pencil Stand with Sponge 58M1915 137.00 
0051514699 Support Stand for WMRT Micro Desoldering Tweezers | 84K0491 120.00 
@RW1 Tweezer Tip Set - Tip Width O.D. 0.008"/2mm 84K0492 63.00 
@RTW2 Tweezer Tip Set - Tip Width O.D. 0.028"/0.7mm 84K0493 63.00 
@RIW3 Tweezer Tip Set - Tip Width O.D. 0.118"/3mm 84K0494 72.00 
@RTW4 Tweezer Tip Set - Tip Width O.D. 0.236"/5.99mm 84K0495 72.00 
PIM_88530 
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DIGITAL SELF-CONTAINED REWORK 


STATIONS 


WR2000 - Hot Air 


Features for WR2000/X/VX only: 


@ 2 independent tool channels with automatic tool 


recognition 


© Simultaneous use of 2 tools (maximum of 300 


watts) 


© Will operate most Weller accessories up to 200 


watts 


© Self contained vacuum and air turbine 


@ ECO button for “Sleep Mode” 


@ Programmable temperature memory key 


out 


WR2000VX - Solder / Desolder 


RoHS. 
Compliant 
Available 


< | 
a, 


WR2000x - Desolder 


Dual Port Digital Power Unit 


Weller’ 


@ Weller Micro-Tools, WMRP & WMRT are not 


compatible 


@ WR2000 includes: WR2 power unit, HAP 1 


WDH30 safety rest. 


soldering iron, 0058727821/R04 hot gas nozzle & 


@ WR2000X includes: WR2 power unit, DXV80 


desoldering iron, DX112 desolder tiplet & WDH40 


safety rest. 


@ WR2000VX includes: WR2 power unit, WSP80 


soldering pencil, DXV80 desoldering iron, 2x 


SOLDERING EQUIPMENT & SUPPLIES 
SO 


DERING STATIONS 


TEMPERATURE CONTROLLED DIGITAL SOLDERING TENMA 


STATIONS 


21-1590 


21-147 


to +900°F 
e 48W 


© Mfg. part no. 21-147 temperature range: +300°F 
to +790°F 

© Mfg. part no. 21-1590 temperature range: +320°F 

Mfg. part nos. 21-147 and 21-1590 feature adjustable temperature and a variety of available tips, these units 

are perfect for most soldering applications including SMD. Grounded tip for soldering static sensitive devices. 

Overheat protection with closed loop temperature control. Units come with replaceable iron clad conical 3/64” tip. 


Output Heat Price Each 
Mfg. Part No. Power Temp. Stock No. 1-3+ 
21-147 48W 790°F 39C0869 77.51 
21-1590 48W 900°F 52F7963 88.18 
PIM_212139 
VACUUM REWORK STATION 


TENMA 


Vacuum Desoldering Iron: 

@ 24VAC, 48W heating element 

© Temperature range: +410°F to +900°F 
Temperature Controlled Soldering Iron: 
® 24VAC, 48W heating element 

© Temperature range: +320°F to +900°F 


@ ESD safe safety rests. Rework Station: 
© Overall dimensions: 5 1/2” (H) x 8 1/4” (W) x7 
Digital Self-Contained Rework Stations - WR2000ER - The small set perfect for soldering and desoldering 1/2” (D) 1/2” 


© Power requirements: 120VAC, 60Hz, 100W 

Rework station is a complete single-piece unit that 
combines the benefits of a temperature controlled 
vacuum desoldering station, with a high quality 


rework. With PDN desoldering nozzle plier, also includes WP65 & DSX120 soldering/desoldering pencils. 


Digital Self-Contained 3-Function Rework Station with Tools - WR3000MER - A large all around set for 
requirements on the working bench. Includes DSX120, WP120 & HAP200 soldering/desoldering pencils, and 


DX112/LTB tips. temperature controlled soldering iron. 
High Powered Digital Soldering Stations - WXD2010/WXD2020 - Consists of power unit WXD2 with Suppl Price Each 
WXDP120 high-power desoldering iron and safety rest WXD2020, also includes WXP120 soldering iron with Output vatene eee 
safety rest. Both require shop air. WXD2010 includes WXDP120 desoldering iron and XSD1/WDH70 tip & Mfg. Part No Pace NAC Stock N es 
stand. WXD2020 includes WXP120 soldering iron, WXDP120 desoldering iron, WTB/XSD1 tip and WDH70 ED - OOKINO: 
stand. 72-6345 48w 24V 12P9809 = 
Desoldering Iron - DSX120 - Desoldering iron 120W, 24V with excenter fixture, without safety rest. Safety rest _ Price Each 
WDH30 must be ordered seperately. For use with WR3M & WR2, with XDS tip. Mfg. Part No. Description Stock No. the 
. : eae: . —_ : 72-6409 Filter Set 0100709 0.99 
Accessories - XDS desoldering and measuring tips for use with WXDP soldering iron, plus WXD2 power unit. 72-6411 O-Ring Set 3900871 aes 
Supply Price Each Z 
Output Voltage Heat Plug -—_—————_. 72-6408 Replacement Gis Tube 0100708 2.54 
Mfg. Part No. Power VAC Temp. Type Stock No. 1+ 72-6407 Replacement Heating Element 010707 17.99 
Digital Self-Contained Rework Station 72-6865 Replacement Nozzle - 1.2mm 97H6816 4.99 
@ WR2000 300W 120V 850°C US 1378161 1700.00 72-6863 Replacement Tip - 0.8mm x 23mm 97H6810 4.79 
@ WR2000X 300W 120V 850°F US 1378134 pee 72-6866 Replacement Tip - 1.5mm x 23mm 96H8213 4.59 
@ WR2000VX 300W 120V 850°F US 86R9498 2070.00 72-6867 Replacement Tip - 2.0mm x 23mm 96H8235 4.48 
WR 2000 ER 300W 120V 850°F US 96W2050 = PIM_212008 
Price Each 
Mfg. Part No. Description Stock No. 4+ 2-in-1 INTELLIGENT SMD REWORK STATION TENMA’ 
XDS 3 Desolder Tip - 2.3mm Nozzle Width - 10.5mm Tip Length 96W2054 = coals: 
XDS 4 Desolder Tip - 2.5mm Nozzle Width - 10.5mm Tip Length | 96W2055 = ESD SHee 
- - ®@ Intelligent cooling system 
XDS7 Desolder Tip - 2.7mm Nozzle Width - 16.5mm Tip Length 96W2058 = © Energy saving auto off and sleep functions 
XDS 5 Desolder Tip - 3.3mm Nozzle Width - 10.5mm Tip Length | 96W2056 13.04 ° Nal ure calibration for iron and hot air rework 
andpiece 
PIM_192079 © Low vibration diaphragm air pump 
© Temperature range: soldering iron, +392°F to 
896°F (+200°C to +480°C); hot-air tool, +212°F to 
Low Voltage +932°F (+100°C to +500°C) 
Suppl Price Each @ Adjustable air flow 
Voltage Output Heat EY © Selectable Fahrenheit/Centigrade temperature 
Mfg. Part No. VAC Power Temp. Stock No. 4+ Intelligent rework station combines rework station with soldering station with easy to operate space saving 
° design. A MCU thermostat provides accurate and consistent working temperature. The dual LCD displays 
DSX 120 ay 120M a e6W2089 456.00 show live working states of both the iron and the hot air hand pieces, as well as, provides access to three 
PIM_5513180 programmable presets for each unit. Kit includes nozzles, soldering tip, hand pieces, and holders and 
replacement iron assembly mfg. part no. 21-11445. 
Station Power Supplies Heat Price Each 
Price Each Mfg. Part No. Temp. Stock No. 1+ 
Fower t-——_—— Soldering Iron for 21-10130 & 21-11405 Soldering Stations 
Mfg. Part No. Rating Stock No. 1+ 71-1145 896°C 9379670 
WXD 2 240W 28W3379 1110.00 = S55 
PIM_212005 
PIM_5513181 
Rework Stations 
> CONTINUED > 
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SOLDERING EQUIPMENT & SUPPLIES 
SOLDERING STATIONS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


Rework Stations (CONT.) SMD SOLDERING/DESOLDERING TWEEZERS (CONT.) 
Heat Price Each Price Each 
Mfg. Part No. Temp. Stock No. 1+ Mfg. Part No. Description Stock No. 1-1-9+ 
2-in-1 Intelligent SMD Rework Station 21-8192 Replacement Tip Set - 5mm 18K8518 0.76 
21-10130 896°F 3270390 222.99 21-8230 SMD Soldering/Desoldering Tweezers 95K9089 30.59 
PIM_5513326 PIM_211574 


HOT AIR SMD DESOLDERING AND REWORK 

STATIONS 

Features: 

© ESD-Safe 

© Temperature range: +210°F to 896°F (+100°C to 
+480°C) 

@ 280W 

@ Low vibration diaphragm air pump 

Mfg. part no. 21-10125 hot air rework station provides a 

wide range of temperature and temperature settings for 

flexibility in soldering and desoldering work of sensitive 

components. A closed-loop heat sensor provides accurate 

and consistent working temperature. 


TENMA 


Supply Price Each 
Output Voltage 
Mfg. Part No. Power VAC Stock No. 1+ 
21-10125 280W 100V 3270389 172.38 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
21-10162 Hot Air Nozzle, QFP - 10.2mm x 10.2mm 3270393 12.74 
21-10164 Hot Air Nozzle, QFP - 15.2mm x 15.2mm 3270394 12.74 
21-10160 Hot Air Nozzle, Single - 2.5mm 3270392 5.09 
21-10168 Hot Air Nozzle, Single - 4.4mm 3270396 SEY 
21-10170 Hot Air Nozzle, SOP - 7.6mm x 12.7mm 3270397 5.83 
PIM_212010 


ADJUSTABLE POWER SOLDERING STATION 


© On/off switch with “power-on” indicator light 

@ Variable power control produces 5-80 watts 

© Quality lightweight stained glass iron 

© Cushioned foam grip with replaceable heating 
element 


@ Ideal for the professional or hobbyist 
© Safety guard iron holder 
@ Natural sponge tip cleaning pad 
@ Includes MTG20 3/8” replaceable tip oe 
Supply Price Each 
Output Voltage Heat 
Mfg. Part No. Power VAC Temp. Stock No. 1+ 
MTG22 a ee 09B9629 15.60 
SPG80L 80Ww a 900°F 32H1548 ae 
WLC200 80w 120V 900°F 66F7826 101.00 
PSI100K 125W 1076°F 92F5085 151.00 
PIM_5465323 


SMD SOLDERING/DESOLDERING TWEEZERS TENMA’ 


SMD Soldering/Desoldering 
Tweezers 


SMD Soldering/Desoldering Tweezers provide a fast, efficient method to solder and desolder surface mount 


devices such as chip resistors, chip capacitors, SOTs, flat pack and DIP ICs. Dual highly insulated 40W ceramic 

heating elements insure rapid heat up and recovery. Heat resistant silicon cord is terminated with three pin 

grounded AC plug. A wide variety of interchangeable tips available in 2mm to 30mm widths. Soldering iron 

temperature control unit is perfect for adding wattage adjustability to any soldering device, up to 100W. 
Price Each 

Mfg. Part No. Description Stock No. 1-1-9+ 
21-8195 Replacement Tip Set - 10mm 18K8531 0.76 
21-8196 Replacement Tip Set - 15mm 18K8533 0.83 
21-8197 Replacement Tip Set - 20mm 18K8536 1.36 
21-8190 Replacement Tip Set - 2mm 18K8513 3.07 
21-8198 Replacement Tip Set - 30mm 18K8538 1.57 
21-8191 Replacement Tip Set - 3mm 18K8515 1.03 
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THERMASOLDER BUTANE POWERED SOLDERING 


IRON/ KITS . STEHNEL 


German Quality 


ThermaSolder™ butane powered soldering irons are cordless, multi-function tools that may be used as 
soldering irons, convenient portable torches and flameless heat blowers. They heat-up in 20 seconds or less 
and are safe and simple to use under most any condition. 

Ultimate Butane Kit - Versatile kit includes all the tools and accessories needed for: shrink tubing, installing 
connectors, desoldering, soldering, cutting, cauterizing, welding, light brazing, loosening rusted bolts, thawing 
frozen locks and electronic repair. 

Thermasolder™ 600 Kit - High capacity soldering iron kit with auto-ignition and powerful 30-125W output. 
Refillable 38m tank for 200mins of continuous use. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
72601 TS600K Auto-Soldering Iron Kit 0171277 = 
77000 Ultimate Butane Kit 73P5295 212.18 
PIM_191949 


PLATO® SOLDER TIP CLEANING SPONGES 


RoHS — 
Compliant 
Available 


All natural, premium sponges aid in keeping solder tips well tinned and help extend tip life. Removes surface 
oxides and excess solder from tip while exposing tip point definition. Manufactured from natural cellulose that 
holds many times its weight in water (expands to 1”) and resists abrasion and tearing forces which occur during 
the tip wiping process. Meets ANSI (J-STD-001B) requirements for low sulphur content and fine porosity. Other 
sizes available; go online or call. Sold in packages of 10. 
Price per 
Pkg. 
Mfg. Part No. Description Stock No. 1+ 

@CS-1 1.5x2.12” - Weller SP-60, Pace 4021-0005 §7J3334 19.40 

@ CS-47 2.1x3.2" - Metcal STSS-YS3/WSS5, Ungar 455/UTC234 68K2255 24.90 

@ CS-36 2.25x3.50" - Hexacon 8141/8141C 68K2251 33.30 
@CS-44 2.7x2.7" - Hakko 609-029/A-1042, Weller TC205 68K2253 30.80 
PIM_79316 


WD1000 SERIES SINGLE-CHANNEL DIGITAL SOLDERING ° 
STATIONS AND ACCESSORIES eer 
RoHS 


< Seperate 
Available 
A 


WTASO 


WD1001 


Stations Include Mfg. Part No. WD1 85W Sin- 
gle-Channel Digital Power Unit: 
® Voltage: 120V input, 24V output 
@ 3 “radio buttons” allows user to preset frequent- 
ly-used temperature settings 
© Special function menu allows user to access 6 
advanced features: Setback Time, Standby Temp., 450°C) 
Temp. Lockout, F°/C° Switching, Temp. Offset, @ ESD-safe to protect sensitive components 
Mfg. part no. WD1002 digital soldering station includes mfg. part no. WD1 85W single-channel power unit, 
mfg. part no. WP80 80W soldering pencil with short tip-to-grip barrel (52mm), mfg. part no. WDH10 soldering 
pencil stand and mfg. part no. LTB soldering tip. To work at a standard tip-to-grip length (65 mm), order mfg. 
part no. 0058744846 long tip retainer assembly separately; go online or call. 


Auto-Off Time 

© Large, high-contrast LCD display shows more 
information at a glance 

© Temperature accuracy/stability: +9°F 
(+5°C)/+10°F (+6°C) 

© Temperature range: 150°F to 850°F (50°C to 
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WD1000 SERIES SINGLE-CHANNEL DIGITAL SOLDERING STATIONS AND 
ACCESSORIES (CONT.) 


Mfg. part no. WD1003 Digital soldering station includes mfg. part no. WP65 soldering pencil, WDH10 tool 
stand and XNTA tip. WP65 compatible with WD1, WD2, WR3, WR3M and WR3ME base stations. 3 “radio 
buttons” allow pre-set of frequently used temperature settings. Setback, lockout, temp window, F/C switching, 
standby and auto-off time modes. ESD safe to protect sensitive components. 
Supply Price Each 
Voltage Output Heat 
Mfg. Part No. VAC Power Temp. Stock No. i+ 
Soldering Pencil - Heat Temperature Max - 850°F 
WP 80 24V 80W 850°F 87K7588 177.00 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ WMP + WDH 20 Micro Pencil Stand - for WMP Soldering Irons 67K3182 63.00 
WDH 10 Support Stand - for WP80/WSP80 Pencils 67K2889 63.00 
@ AK51 Support Stand - for WTA50 Thermal Tweezers 25C6566 60.00 
PIM_84339 
Irons 
Supply Price Each 
Voltage 
Mfg. Part No. VAC Stock No. i+ 
SMD Desoldering Tweezer Handpiece 
@ WTASO 24V 20€5672 309.00 
PIM_5513341 
Station Power Supplies 
Supply Price Each 
Power Voltage 
Mfg. Part No. Rating VAC Stock No. 1+ 
Soldering Station Power Unit - Single-Channel 
@wWD1 85W 120V 36K3087 = 
PIM_5513342 
INDUSTRIAL AND HEAVY-DUTY SOLDERING IRONS /\2 American 
WITH PARAGON® TIPS 
Features: 


@ Ni-Chrome Wire, Compression-Wound on a 
Steel Spool Results in Long Element Life 

@ Paragon® Ironclad, Plug-Style Tips Outlast 
Ordinary Tips Many Times Over 

@ Hardwood Handle with Rubberoid Finish 
Provides Both Durability and Comfort 

Models Available: 

© 3125-60 - GOW Industrial Soldering Iron, 1/4” 


RoHS _ 
Compliant 
Available 


Tip, 850°F Tip, 1010°F : ; 
© 3138-100 - 100W Heavy-Duty Soldering Iron, 3/8” @ 3158-200 - 200W Heavy-Duty Soldering Iron, 5/8 
Tip, 855°F Tip, 1000°F 


@ 3198-550 - 550W Heavy-Duty Soldering Iron, 


@ 3138-150 - 150W Heavy-Duty Soldering Iron, 3/8” 
1-1/8" Tip, 1010°F 


Other soldering tip styles available; go online or call. 
Output Plug Price Each 
Mfg. Part No. Power Type Stock No. i+ 
@ 3125-60 60W US 21M3078 114.00 
@ 3138-100 100W US 21M3081 158.00 
@ 3138-150 150W US 21M3082 158.00 
@ 3158-200 200W US 21M3083 220.00 
3198-550 550W US 98B2996 368.00 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ 45C Chisel Tip - 0.875” x 5.14” 21M3221 74.00 
43C Chisel Tip - 3/8" x 4-3/8" 32F1387 18.00 
@ 44C Chisel Tip - 5/8” x 4-11/16” 21M3219 39.00 
43D Diamond Tip - 3/8” x 4-3/8” 32F1388 18.00 
PIM_5859 


EC SERIES SOLDERING IRONS AND STANDS 


Soper 
Available 


WTASO 


ESD irons feature impact-resistant handle and stainless steel heater element. Additional soldering tips available; 
go online or call. 


WSP80 


Output Heat Price Each 
Mfg. Part No. Power Temp. Stock No. 1+ 
Soldering Iron - Heat Temperature Max - 850°F 
EC1302B 20W 850°F 20€3110 189.00 
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SOLDERING EQUIPMENT & SUPPLIES 


SOLDERING IRONS 


EC SERIES SOLDERING IRONS AND STANDS (CONT.) 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
PH1201ESD Soldering Tool Stand - For EC/TC Irons 95F3797 46.60 
@ AK51 Support Stand - for WTA50 Thermal Tweezers 25C6566 60.00 
PIM_5996 
Irons 
Supply Price Each 
Voltage 
Mfg. Part No. VAC Stock No. 1+ 
SMD Desoldering Tweezer Handpiece 
@ WTASO 24V 20C5672 309.00 
PIM_5513313 


STANDARD LINE SOLDERING HANDLES AND HEATING 
ELEMENTS 


Weller’ 
RoHS 
Compliant 
Available 


Vunear=e= 


7500 


Heater for 1/4” Thread-on Tips 
Typical length - 3.43", dia. - 0.364" 


@ Ideal For Soldering Electronic Devices, PC Boards 
And Heavy Wiring 

© Durable, Balanced Handles Feature Cool, “Soft 
Touch” Acid And Flux Resistant Grips 


© Accept The Full Range Of Heaters And Integral 
Heater Tips Available Below 

@ All Handles And Heaters Are Interchangeable With 
The SL Series Of Complete Soldering Irons 


Output Price Each 
Mfg. Part No. Power Stock No. i+ 
Heaters for 1/4” Thread-On Tips 
537S 23W 32F977 31.00 
1237S 33W 33F678 34.40 
4037S 45W 33F677 49.00 
37BK 50W 90F 1356 54.00 
Heaters for 1/8” Thread-In Tips 
535S 23W 33F081 35.00 
1235S 33W 33F085 32.59 
@ 4035S 45W 26M8379 40.00 
Integral Heater/Tips 
@ 533S 23W 33F647 33.80 
1233S 33W 33F646 37.10 
@ 4033S 45W 33F086 46.50 
33 50W 90F1355 61.00 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
7500 3-Wire Handle - Burn Resistant Cord 32F978 54.00 
7400 3-Wire Handle - Standard Cord 87F1628 35.20 
7770 All-Purpose 2-Wire Handle - Blue 33F030 25.60 
7760 All Purpose 2-Wire Handle - Red 33F071 26.40 


PIM_5888 


COMPLETE IRONS FOR ELECTRONICS WORK 


Weller’ 
@ 


SL325 


@ UL Listed 

@ Ready-To-Use Professional Soldering Irons Specifications: 

@ Feature Interchangeable Handles, Heaters And @ $L325 - 23W, 700°F 
Tips © SL335 - 33W, 800°F 

@ Handles Are 3-Wire Grounded With Cool, “Soft @ SL345 - 45W, 900°F 
Touch” Acid- And Flux-Resistant Grips 


Features: 


Output Price Each 
Mfg. Part No. Power Stock No. i+ 
SL325 23W 87F1625 64.00 
SL335 33W 87F1626 66.00 
SL345 45W 87F1627 _ 


PIM_5886 


INDUSTRIAL SOLDERING IRONS 


Weller’ 
. @ 
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SOLDERING EQUIPMENT & SUPPLIES 


SOLDERING IRONS 


INDUSTRIAL SOLDERING IRONS (CONT.) 


@ These versatile irons feature interchangeable © Fitted with ST3 1/8"D Screwdriver Tip 
elements, allowing you to change wattage © Mfg. part no. WP25 is 25W, Temperature to 750°F 
depending on the job © Mfg. part no. WP35 is 35W, Temperature to 850°F 
@ Lightweight Handle With Cushion Grip 


Output Supply Price Each 
Mfg. Part No. Power Voltage Stock No. 1+ 
WP25 25W 120V 33F175 oa 
WP35 35W 120V 34F1023 72.00 
PIM_5899 


CONTROLLED-OUTPUT SOLDERING IRONS 


Weller 
a = ® 


© Temperature is controlled by the soldering tip — 
600°, 700° or 800°F CT series tips available 

© Two- or three-wire grounded cord set models 

© UL listed, cUL listed 


Features: 

@ Uses Weller’s “close-loop” method of controlling 
maximum tip temperature 

© Stainless steel modular plug-in heater for greater 
efficiency and versatility 

These temperature-controlled, portable line voltage soldering irons require no base station. W60P series 

soldering irons include one CT5A7 700°F 1/16” screwdriver blade soldering tip. W100P series soldering irons 

include one CT6F7 700°F 3/8” screwdriver blade soldering tip. Nominal heat-up time with 700°F soldering tip is 

110 seconds. Additional CT series soldering iron tips are available; go online or call. 


Output | Supply Price Each 
Mfg. Part No. Power Voltage Stock No. 1+ 

2-Wire 

Wé0oP 60W 120V 33F348 = 
3-Wire 

W60P-3 60w 120V 35F3320 123.00 

W100P3 100W 120V 35F3330 116.00 

W100PG 100W 120V 33F349 86.00 
PIM_5900 
CONTROLLED-OUTPUT 


Weller’ 
@ 


FIELD SERVICE SOLDERING IRON 


— ey = — 


Features: © Operates from suitable batteries or low voltage 
@ Versatile temperature-controlled tool for field power source 
servicing @ UL listed 


Mfg. part no. TCP12P temperature-controlled field-service soldering iron comes complete with one PTA7 3/16” 


@ Indicates RoHS Compliant | Find Datasheets Online 


PYROPEN CORDLESS BUTANE SOLDERING IRONS (CONT.) 


of operation. 

Mfg. part no. WPA-2 is Pyropen® professional cordless, self-igniting butane soldering iron comes with mfg. 
part no. WPT2 and WHCS1 tips. Temperature adjusts from 482°F to 932°F; 25W to 60W. 

Mfg. part no. WST-2 Pyropen® Jr. cordless butane soldering iron is a pocket-sized version that includes mfg. 
part no. WPT15 tip. Has a temperature range of 392°F to 842°F; 15W to 60W and holds one-hour butane 
gas reserve. 

Mfg. part no. WSTA-6 Pyropen® Jr. cordless, self-igniting butane soldering iron is supplied with mfg. part no. 


WPT01 soldering tip, mfg. part no. WHC0152 hot air nozzle and protective cap. Has a temperature range of 
392°F to 932°F; 15W to 60W and handle holds one-hour butane gas reserve. All models can be easily refilled 
using mfg. part nos. WB1 or WB2 premium butane fuel; ordered separately below. 
Heat Run Price Each 
Mfg. Part No. Temp. Time Stock No. i+ 
Pyropen® Jr. Cordless Butane Soldering Iron 
WST-2 842°F th | 50F802 a 
Pyropen® Jr. Self-Igniting Cordless Butane Soldering Iron 
WSTA6 932°F th | 26H7371 = 
Pyropen® Professional Cordless Butane Soldering Iron 
WSTA3 932°F 3h 89F3425 198.00 
Pyropen® Professional Self-Igniting Cordless Butane Soldering Iron 
WPA-2 932°F 3h 50F801 = 
PIM_5901 
Gases 
Dispensing Price Each 
Mfg. Part No. Method Volume Weight Stock No. 1+ 
Premium Butane Fuel 
WB2 Cylinder tfl.oz(US) toz 10B398 = 
WB1 Cylinder 2.1fl.oz(US) 20z 0021606 — 
PIM_5511256 


HIGH-PERFORMANCE LED SOLDERING IRONS 


Weller 


Features: long 

@ Three LED lights for superior soldering accuracy @ UL listed - cUL available 
and application illumination Kits: 

@ Round co-molded soft grip ribbed handle for @ SP25NKUS - Peg Hook, Iron Stand, User Manual, 
maximum comfort and reduced slippage Soldering Aide Tool, Lead-Free Solder, MT2 & 

@ Triangular handle area for maximum tip control MT3 Tips 

® Stainless steel heater technology with heat up @ SP40NKUS - Peg Hook, Iron Stand, User Manual, 
to 750°F Soldering Aide Tool, Lead-Free Solder, ST3 & 

@ Excellent quality consumer iron 8 1/4” (210mm) ST7 Tips 

Ideal for use on printed circuit boards, radio controlled, indoor lighting wire connection, <12 AWG (0.08” 

diameter). 


screwdriver blade soldering tip to create a 700F° temperature, two battery clips and one 12’ fused cord. Output Heat Plug Price Each 
Additional soldering tips are available; go online or call. Mfg. Part No. Power Temp. Type Stock No. 4+ 
Output Supply Heat Price Each Heavy Duty LED Soldering Iron 
Mfg. Part No. Power Voltage Temp. Stock No. 1+ SP80NUS | sow 900°F US 96W2048 BS 
TCP12P 40w 14V 700°F 34F1033 174.00 Light Duty LED Soldering Iron 
PIM_155329 SP15NUS | 15W 750°F US 96W2043 = 
Medium Duty LED Soldering Iron 
PYROPEN CORDLESS BUTANE SOLDERING IRONS ° SPADNUS [saw ane = SONZ0TE [E2820 
Weller Medium Duty LED Soldering Iron Kit 
SP40NKUS 40W 900°F US 96W2046 — 
=i: — Standard Duty LED Soldering Iron 
= SP25NUS 25W 750°F US 96W2045 — 
Standard Duty LED Soldering Iron Kit 
SP25NKUS | 25W 750°F US 96W2044 exe 
PIM_211389 
SOLDERING TOOL STANDS 


WSTA3 
WST-2 


air tool 
© Temperature control 


Features: 

@ Lightweight and completely portable 
© Does not require cords, batteries or cartridges @ Ready to use in 30 seconds 
© Butane gas operated soldering, brazing, and hot © Ideal for field service jobs 


Mfg. part no. WSTA3 Pyropen® professional cordless butane soldering iron comes with mfg. part no. WPT2 
and WHCS1 tips, torch ejector, spanner, cleaning sponge and operating manual, all in a metal storage case. 
Temperature adjusts from 392°F to 932°F; 25W to 60W. Sturdy metal tank holds enough gas for three hours 


> CONTINUED > 


Weller’ 


PH60 PH100 
@ PH60 - For Irons W60 & WP25, Barrel Dia. 15/32” © PH100 - For Irons W100, Barrel Dia. 19/32” 


> CONTINUED > 


1206 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


SOLDERING TOOL STANDS (CONT.) 


Price Each 
Mfg. Part No. Description Stock No. i+ 
PH60 Soldering Pencil/lron Holder with Sponge 35F3347 47.60 
PH100 Soldering Pencil/lron Holder with Sponge 35F3345 28.70 
PIM_5903 


HEAVY-DUTY SOLDERING IRONS 


RoHS ® 
Compliant 
Available 


Mfg. part no. SP120 soldering iron is 11-3/4” (289mm) long and heavy-duty for greater output. Ideal for home 
workshop and repairs, stained glass and hobbies. Includes iron rest and mfg. part no. MTG30 1/2” (13mm) 
diameter iron-plated chisel tip; develops 900°F (482°C). Rated: 120W 120V. 50/60Hz. UL listed. 


Mfg. part no. SP175 soldering iron is 12-1/2” (318mm) long and extra heavy-duty for demanding jobs such 
as sheet metal work. Includes iron rest and mfg. part no. MTG40 5/8” (16mm) diameter iron-plated chisel tip; 


develops 900°F (482°C). Rated: 120W, 120V, 50/60Hz. Order replacement soldering tips separately below. 
Output | Price Each 
Mfg. Part No. Power Stock No. 1+ 
Heavy-Duty Soldering Iron with MTG30 Tip 
SP120 120W 33F113 79.00 
Heavy-Duty Soldering Iron with MTG40 Tip 
SP175 175W 33F114 88.62 
Price Each 
Mfg. Part No. Description Stock No. he 
@ MTG30 1/2” Chisel Tip 26M8282 18.80 
@ MTG40 5/8” Chisel Tip 33F116 32.00 


PIM_5897 


PORTASOL SUPER-PRO CORDLESS, SELF-IGNITING 
BUTANE SOLDERING TOOL KIT 


Weller’ 


PSI100K 


Features: 

@ Professional quality — ideal for service technicians 

@ Designed for anti-static soldering, heat shrink and 
cutting rope © Adjustable temperature up to 1076°F 

© Auto-switch safety shut-off © Operates up to 2 hours per butane fuel refill 

@ Butane fuel level is visible through a window on the @ Iron-plated soldering tips 

Mfg. part no. PSI100C is the Portasol® Super-Pro Cordless, Self-lgniting Butane Tool ONLY 

Mfg. part no. PSI100K kit contains the Portasol® Super-Pro cordless, self-igniting butane soldering tool, mfg. 

part no. PSI-6 2.4mm double flat soldering tip, mfg. part no. PSI-8 4.8mm double flat soldering tip, mfg. part 

no. PSI-9 hot air tip, mfg. part no. PSI-10 hot knife tip, cleaning sponge, stand, rugged storage case and 

operating instructions. Refillable with premium butane fuel; ordered separately below. Wide array of PSI series 


body of the tool 
© Rugged stainless-steel body provides up to 125 
watts of power 


soldering tips are available; go online or call. 
Heat Run Price Each 
Mfg. Part No. Temp. Time Stock No. 1+ 
PSI100C 1076°F 2h 0989912 113.00 
PSI100K 1076°F 2h 92F5085 151.00 
PIM_5853 
Gases 
Dispensing Price Each 
Mfg. Part No. Method Volume Weight Stock No. 1+ 
Premium Butane Fuel 
WB2 Cylinder tfl.oz(US) 1oz 10B398 — 
WB1 Cylinder 2.1fl.0z(US) 20z 0021606 == 
PIM_5511255, 


element14 COMMUNITY 


element14.com 


GET INSPIRED COLLABORATE DESIGN RESEARCH ASK EXPERTS 


PIM_5591167 
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SOLDERING EQUIPMENT & SUPPLIES 
SOLDERING IRONS 


PORTASOL PRO CORDLESS, SELF-IGNITING BUTANE 
SOLDERING TOOL KIT 


Features: 

@ ESD-safe to protect sensitive components 

© Reliable Piezo instant ignition with pushbutton 
ease 

© Super-fast heat-up for high productivity — melts 
solder in less than 40 seconds 

© Gas capacity allows for up to one-hour of 
continuous use 

© Automatic safety fuel cut-off when cap is 
replaced 

® Quick and easy refills in just 20 seconds with 
standard butane lighter fuel 

® Powerful — adjusts from equivalent of 25 to 75 watts for temperatures up to 850°F 

@ lron-plated soldering tips 


Mfg. part no. P2C Pro Cordless, Self-Igniting Butain Soldering Tool is supplied with PPT6 3/32” double flat 
soldering tip only. 

Mfg. part no. P2KC kit contains the P2C Portsol® Pro cordless, self-igniting butane soldering tool, mfg. part no. 
PPT6 3/32” double flat soldering tip, mfg. part no. PPT9 hot air tip, mfg. part no. PPT10 hot knife tip, mfg. part 
no. PPT11 hot air deflector tip for heat-shrink tubing, mfg. part no. PPT12 flame tip, sponge and tray, storage 
case with tool holder, and operating instructions. Refillable with premium butane fuel; order fuel and additional 
soldering iron tips separately below. 


Weller’ 


Heat Run Price Each 
Mfg. Part No. Temp. Time Stock No. 1+ 
P2C 850°F 90min 1801874 —_ 
P2KC 850°F 90min 18C1875 a 
PIM_66372 
Tips 
Price Each 
Mfg. Part No. Width Style Stock No. ihe 
Soldering Tips 
PPT5 0.79mm Double Flat 18C1869 12.10 
PPT1 0.79mm Flat 18C1861 = 
PPT6 2.36mm Double Flat 18C1870 = 
PIM_5511258 
Gases 
Dispensing Price Each 
Mfg. Part No. Method Volume Weight Stock No. 1+ 
Premium Butane Fuel 
WB2 Cylinder tfl.oz(US) 1oz 10B398 — 
WB1 Cylinder 2.1fl.oz(US) 20z 0021606 — 
PIM_5511257 


ULTRATORCH® SELF-IGNITING CORDLESS 
HEAT TOOLS 


@® MASTER 


APPLIANCE 


UT-100SI 


UT-100SI-TC 


r\ VW 


UT-200SI 


@ Ultratip™ technology for use with lead-free soldering materials 


Professional quality, self-igniting, refillable, butane powered soldering iron, flameless heat tool and torch mode. 
Includes solder tip, heat tip, shrink attachment, spanner wrench, open end wrench and protective cap. 

Mfg. part no. UT-100Si operates up to 2 hours per refill and Mfg. part no. UT-100Si-TC also up to 2 hours per 
refill with adjustable temperature setting up to 932°F with solder tip, 1202°F with heat tip. 

Kit (UT-100Si-TC) contains UT-100Si Ultratorch®, three Ultratip® soldering tips, a hot air tip, heat shrink 
reflector, hot knife, wire cutter, needle nose pliers, coil of 60/40 solder, sponge and cap packed in a rugged 
plastic carrying case. 
Mfg. part no. UT-200Si Jumbo Ultratorch® operates up to 4-5 hours per refill with adjustable temperature 


setting up to 986°F with solder tip, 1004° with heat tip. 
Heat Run Price Each 
Mfg. Part No. Temp. Time Stock No. 1+ 
UT-200S! 1004°F 5h 93F7821 186.20 
UT-100S| 1202°F 2h 93F7820 128.25 
PIM_5660 


elementiu 1207 


& Newark 


SOLDERING EQUIPMENT & SUPPLIES 


SOLDERING IRONS 


HIGH-POWER SOLDERING GUN 

@ High-Power Output: 300W In High Position, 200W in 
Low Position 

@ Nickel-Plated Copper Secondary 

@ Heat-Resistant Thermoplastic Housing 

@ Tin-Plated Copper Tip 


3S 


Weller 


Output Supply Price Each 
Mfg. Part No. Power Voltage Stock No. 1+ 
D650 300W 120V 92F7641 113.00 
PIM_5917 
SOLID STATE SOLDERING GUN 


© Temperature controlled with fast 6-sec. heat-up, 700°F 

@ Interchangeable power heads give choice of 600°F or 
700°F capability 

© Designed for modern solid state electronic work 

@ ULand cUL listed 


Output | Price Each 
Mfg. Part No. Power Stock No. 1+ 
Complete Gun with 700°F Power Head & Chisel Tip 3/16” 
GT7A 150W 35F2560 113.00 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
6B 600°F Power Head & Cone Tip for GT7A 35F2563 78.00 
PIM_194834 


MAGNA-LITE BUTANE-POWERED MICRO TORCH 


Weller’ 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MICROTORCH™ MT-51 SERIES (CONT.) 


Heat Run Price Each 
Mfg. Part No. Temp. Time Stock No. (athe 
MT-51 2500°F 2h 34C6783 30.40 
MT-51H 2500°F 2h 66K7500 46.55 
MT-51B 2500°F 2h 60M1691 37.05 


PIM_68869 


SOLDERING IRONS AND SPECIALTY TOOLS 


7904 Power Pro 
7904 Power Pro Soldering Iron: 
® 7904/7944 Kits include: Power Pro Iron, charging 
stand, type 7933 battery, types 7577 and 7545 
high-efficiency tips 


@ High-capacity battery provides up to 30 minutes of 
continuous soldering 


ISO-TIP 


fu 


7700 Quick Charge 7800 “60” Pro-Charge 

@ Withstands high-rate charging without damage 

7800 ISO-TIP “60” Pro-Charge Soldering Iron: 

© 7800 Kit includes: “60” Pro-Charge Iron, charging 
stand, type 7833 battery, types 7577 and 7545 tips 

@ Fully recharges In 1 hour 

@ Energy-saving trickle-charging rate when battery 


@ Full recharge in 4 hours is full 
@ LED charging indicator light © Solders up to 125 electronic joints per charge 
© Solders more than 200 electronic joints per Tips: 
recharge © Standard Tips - Replacement tips fit all 7904, 7800 


7700 ISO-TIP Quick Charge Soldering Iron: & 7700 irons. 


@ Piezo electronic ignition system for reliable ignition every time @ 7700 Kit includes: Quick Charge Iron, charging @ Long Life Tips - Nickel plated for longer life 
@ Blue LED light illuminates work in dark conditions stand, type 7733 battery, types 7545 and 7546 tips © High Efficiency Tips - High E tips heat up faster, 
® Adjustable flame height (2400°F) @ Recharges completely in 3 to 4-1/2 hours longer battery life. 
© Nozzle cover prevents accidental ignition © Solders up to 125 electronic joints per recharge 
® Handy keyring lanyard Iso-Tip rechargeable soldering irons are the preferred irons of professionals, craftsmen and hobbyists. The 
Portable, self-igniting, self-contained Magna-Lite™ butane-powered cordless iron design makes soldering work much easier without the limitations of a cord. Choose from a 
micro torch. Ideal for heat shrink tubing, fusing rope ends, frozen locks, i full line of lightweight, rechargeable irons offering options for charging, heating time and interchangeable tips. 
camping, first aid, labs and boating. Runs up to 25 minutes on a full @ Units operate on direct current and when used with “isolated” tips, there is no chance of damage or leaks due 
tank. Refillable with premium butane fuel; ordered separately below. eat to electrical current. These 25W irons reach a tip temperature of 900°F in less than 10 seconds. Replaceable 
/ x NiCad batteries are included. All models feature a convenient work light. 
Nw, Price Each 
Mfg. Part No. Width Style Stock No. 1-99+ 
Price Each F =r = 
Mfg. Part No Stock No. 1+ Bligh Etiamenicy pe 
- EE - - - 7566-100 0.4mm Micro Fine Point 96F6873 12.65 
Magna-Lite™ Butane-Powered Micro Torch 
B4K0484 7579-100 2.4mm Bevel 96F6875 11.00 
Metts = 7577-100 4mm Chisel 96F6874 = 
dace 7546-100 4.8mm Conical 96F6872 12.65 
Long Life Tips 
Gases 7482 0.381mm Micro Fine Point 52F9316 = 
Dispensing Price Each 7484 0.4mm Micro Fine Point 52F9318 8.51 
Mfg. Part No. Method Volume Weight Stock No. 1+ Standard Tips 
Premium Butane Fuel 7566 0.4mm Micro Fine Point 44F6650 10.08 
WB2 Cylinder tfl.oz(US) toz 10B398 = 7591 0.4mm Micro Fine Point 31B4862 14.78 
WB1 Cylinder 2.1fl.oz(US) 20z 0021606 = 7571 1.58mm Bevel 44F6647 = 
PIM_5511259 7545 1.58mm Fine 44F6653 10.08 
7579 2.38mm Bevel 44F6648 = 
MICROTORCH™ MT-51 SERIES 7572 4mm Blunt 31B4859 13.65 
7577 4mm Chisel 44F6651 = 
APPLIANCE 7535 4mm Point 44F6652 10.08 
7546 4.76mm Point 44F6654 9.89 
7596 6.35mm Knife 44F6655 = 
Price Each 
Mfg. Part No. Description Stock No. 1-1-3+ 
1168-100 Bayonet Bulb for 7904, 7800, 7700 Iron 52F9321 2.78 
PIM_5816 
Rechargeable 
MT-51 MT-51B MT-51H Price Each 
@ Produces a Broad Yellow or Blue Pinpoint Adjust- © © Meets Consumer Products Safety Commission Mfg. Part No. Volt Cc i tock No. 1-3+ 
able, Wind-Resistant Flame with Temperatures (CPSC) Child Safety Requirements 7 ae 7 = nage 5 abet ity aty 5 Stock x 
Up to 2500F @ Runs Approximately 2 Hours on a Full Charge Nickel Cadmium, Battery for 7700 Iso-Tip Quick Charge Soldering Iron 
© Built-In Self-Igniting Switch (Unit is Shipped Without Fuel) 7733 24V 1.3Ah 1 66F1221 25.79 
MT-51 is a hand held or table top butane-powered Microtorch™. Wide stable base makes it perfect for hands- Nickel Cadmium, Battery for 7800 Iso-Tip “60” Pro-Charge Soldering Iron 
free use. 7833 2.4V Hs 1 83F3365 = 
Mfg. part no. MT-51 is an open flame torch only. Mfg. part no. MT-51B includes 15/16 oz. can of Ultratane > 5 5 
butane. Butane under 1 oz.ships without hazardous material charges. Mfg. part no. MT-51H is a “2 in 1” open Nickel Cadmium, Battery for 7904 Power Pro Soldering Iron 
flame torch and flameless heat tool with heat shrink attachment. 7933 24V 1.8Ah 1 52F9319 a 
PIM_5513321 
Kits 
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SOLDERING EQUIPMENT & SUPPLIES 


SOLDERING TIPS 


Kits (CONT.) SMTC SERIES SOLDERING/SMT REWORK TIP CARTRIDGES (CONT.) 
Price Each Price Each 
Mfg. Part No. Description StockNo. | 13+ Mfg. Part No. Width Style StockNo. | 1+ 
7800 “60” Pro-Charge Soldering Kit 31B4866 exe PLCC-28 - 600 Series 
7944 Power Pro Kit - Clear Clam Pack 31B4872 = @ SMTC-0103 10.41mm Quad 91F5899 85.00 
7904 Pro Power Kit - Boxed 96F6869 — @ SMTC-113 12.7mm Quad 76K2385 102.50 
7700 Quick Charge Kit 44F6636 85.60 PLCC-32 - 600 Series 
7740 Quick Charge Kit with Clam Shell Retail Display 31B4863 — @ SMTC-0109 11.58mm Socket 76K2366 75.50 
PIM_5513322 PLCC-32 - 700 Series 
@ SMTC-1109 11.58mm Socket | 76K2383 89.00 
SMTC SERIES SOLDERING/SMT REWORK TIP Geptinoiat @ SMTC-116 _ 12.7mm Quad 85K9073 90.60 
CARTRIDGES come M PLCC-44 - 600 Series 
@ SMTC-0-118 15.49mm Quad 91F5906 117.00 
METCAL. =e sMTC-014 17.78mm Quad | 91F5901 117.00 
PLCC-44 - 700 Series 
@ SMTC-1118 15.49mm Quad 83F2260 98.10 
@ SMTC-114 17.78mm Quad 76K2386 98.10 
PLCC-84 - 600 Series 
@ SMTC-029 30.35mm Quad 91F5903 — 
PLCC-84 - 700 Series 
@ SMTC-129 30.35mm Quad 83F2250 = 
@ SMTC-1145 40.64mm Socket Dual 83F2262 = 
entre QFP-144 - 600 Series 
|-— 60°. @ SMTC-0122 21.34mm Quad 41B5795 122.00 
ee QFP-144 - 700 Series 
L=—1) @ SMTC-1122 21.34mm Quad [___76K2384 122.00 
— one —| ; QFP-44 - 600 Series 
SMTC-0174 SMTC-1175 @ SMTC-021 16.13mm Quad 76K2374 85.00 
ee QFP-44 - 700 Series 
SMTC series tip cartridges are designed for reworking SMT components. Great for assembly, removal and oa : J6,t3mm Suad | 382050 S510) 
cleaning these tips do it all. Available in slot, tunnel and quad tip cartridges plus hoofs tips for drag soldering, QFP-64, 80 - 700 Series 
blade tips to remove residual solder from pads, knife tips for multi-lead soldering of PLCCs and micro-fine tips @ SMTC-115 17.15mm Quad 91F5904 122.00 
for reworking micro-fine components in tight area with the help of a microscope. SMTC soldering tip cartridges SOIC-14, 16 - 700 Series 
are for use with mfg. part no. MX-RMS3E soldering/rework handpiece for STSS and MX series soldering and 
rework systems. Other geometries are available; go online or call. @ SMTC-106 5.08mm Tunnel 76K2380 65.60 
Priceleacnl SOIC-20 - 700 Series 
Mfg. Part No. Width Style Stock No. 4+ @ SMTC-110 9.53mm Tunnel 83F2245 74.80 
0201, 0402 Chips - 700 Series SOIC-24 - 600 Series 
@ SMTC-1171 0.76mm Conical, Bent 76K2391 78.70 @ SMTC-009 9.53mm Tunnel [__76K2364 78.70 
0402, 0603 Chips - 700 Series SOIC-24 - 700 Series 
@ SMTC-196 1.78mm Slotted 83F2257 57.60 @ SMTC-109 9.53mm Tunnel | 76K2382 78.70 
0805 Chips SOIC-32 - 600 Series 
@ SMTC-001 2.29mm Conical 91F5885 57.60 @ SMTC-042 13.21mm Tunne! 91F5893 74.80 
@ SMTC-101 229mm Slotted 76K2378 57.60 SOIC-32 - 700 Series 
1206, 1210 Chips - 700 Series @ SMTC-142 13.21mm Tunnel [__83F2251 74.80 
@ SMTC-102 3.56mm Slotted 83F2239 57.60 SOIC-8 - 700 Series 
1808, 1812 Chips - 700 Series @ SMTC-104 5.08mm Tunnel | 76K2379 65.60 
@ SMTC-103 483mm Slotted 83F2240 57.60 SOJ-28, SOM-36 - 600 Series 
Drag Soldering - 600 Series @ SMTC-026 8.64mm Tunne [___ 91F5894 78.70 
@ SMTC-0172 0.5imm Micro Fine Drag 76K2372 20.95 SOT-23 - 600 Series 
@ SMTC-0174 114mm Micro Fine Hoof 7206553 78.70 © SMTC-005 1.73mm Slotted | 91F5888 57.60 
@ SMTC-0167 1.52mm Mini Hoof 76K2370 55.10 SOT-32 - 700 Series 
@ SMTC-0147 3.3mm Hoof 76K2368 58.40 @ SMTC-105 1.73mm Slotted 83F2241 57.60 
@ SMTC-1173 5.64mm Knife 219288 58.40 SOT-89 - 600 Series 
Drag Soldering - 700 Series @ SMTC-008 2.8mm Slotted 91F5890 47.80 
@ SMTC-1172 0.54mm Micro Fine Drag 76K2392 58.40 SOT-89 - 700 Series 
@ SMTC-1175 0.89mm Micro Fine Hoof 76K2394 78.70 @ SMTC-108 2.8mm Slotted 83F2243 47.80 
@ SMTC-1174 144mm Micro Fine Hoof 76K2393 78.70 SQFP-64 (EIAJ) - 600 Series 
@ SMTC-1167 1.52mm Mini Hoof 76K2390 58.40 @ SMTC-0120 11.18mm Quad | 76K2367 117.00 
@ SMTC-1161 2.03mm Drag Knife 76K2389 58.40 TSOP-40 - 600 Series 
@ SMTC-1147 3.3mm Drag Hoof 76K2387 58.40 @ SMTC-0154 19.3mm Tunnel 91F5897 119.00 
@ SMTC-0161 4.83mm Knife 76K2369 58.40 PIM_72995 
Pad Cleaning - 600 Series 
@ SMTC-060 10mm Blade 76K2375 109.00 STTC SERIES SOLDERING/SMT TIP CARTRIDGES Ose 
@ SMTC-061 15.75mm Blade 76K2376 109.00 Avaiable Mi 
@ SMTC-062 22.1mm Blade 91F5882 109.00 
Pad Cleaning - 700 Series METCAL. 
@ SMTC-160 10.41mm Blade 76K2395 109.00 
@ SMTC-161 15.75mm Blade 76K2396 109.00 
@ SMTC-162 22.1mm Blade 76K2397 109.00 
PLCC-20 - 600 Series 
@ SMTC-012 10.16mm Quad 91F5898 117.00 
PLCC-20 - 700 Series 
@ SMTC-112 10.16mm Quad 83F2246 98.10 
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SOLDERING TIPS 


STTC SERIES SOLDERING/SMT TIP CARTRIDGES (CONT.) 


STTC SERIES SOLDERING/SMT TIP CARTRIDGES (CONT.) 
30" 


or smn | on aa t | 7.6mm i aX ie Price Each 
les ) os q 2 [ >) o.4m m SI P Mfg. Part No. Width Style Stock No. 1+ 
+ 7amm —10mm ef sonia ns 800 Series 
STTC-037 STTC-025 t 79m m+} - . 
54" ——4 STTC-017 STTC-026 @ STTC-836 2.5mm 30° Chisel 41B6007 29.90 
; ve|_ dik 3 x ae = @ STTC-817 mm Chisel 76K2481 29.90 
ag Mh —_ : i a PIM_19828 
orreane see ssimm = srtc.047 
arr : ; ; Se ; TATC SERIES TALON SOLDERING TIP CARTRIDGES Mi 
STTC series tip cartridges designed for soldering and reworking SMT components. These popular tips are 
ideal for a wide variety of soldering tasks. Available in four temperature ranges (500, 600, 700 and 800 series). - 
STTC series tip cartridges are for use in soldering/rework handpieces for STSS and MX series soldering and METCAL. 
rework systems. Other geometrics are available; go online or call. NOTE: Mfg. part nos. with P suffix are a 
new lead-free soldering range of STTC series Power Tips! for use with the MX-500 series soldering and rework Getimaian 
systems. These Power Tips! are specially designed to deliver heat more efficiently for common hand soldering Available 
applications. 
Price Each 
Mfg. Part No. Width Style StockNo. | 1+ 
500 Series 
@ STTC-545 0.4mm 60° Bevel 76K2480 40.60 
@ STTC-506 0.4mm Conical, Sharp 92F199 40.60 TATC series soldering tip cartridges for use with MX series Talon soldering and rework systems. Each cartridge 
@ STTC-522 0.4mm Conical, Sharp 92F174 40.60 is designed to deliver high power in response to loads. Available in the popular tip geometries and in two 
@ STTC-525 4mm 30° Chisel 76K2475 22.81 standard temperature ranges (500 series and 600 series); go online or call. Sold in pairs. 
@ STTC-537 1.78mm 30° Chisel 76K2477 29.90 PR 
@ STIC-514 2.3mm 45° Bevel 92F202 45.10 Mfg. Part No. Width Style Stock No. 1+ 
@ STIC-536 25mm 30° Chise 76K2476 29.90 @ TATC-602 6.35mm Blade 76M8912 189.00 
600 Series @ TATC-604 20.57mm Blade 76K2486 193.00 
@ STTC-047 0.07" 60° Bevel 92F198 29.90 PIM_72996 
@ STTC-090 0.25mm Conical 76K2449 33.00 
© STTC-026 0.4mm 30° Sharp, Bent 76K2441 29.90 SSC SERIES SOLDERING TIP CARTRIDGES Fo 
@ STTC-045 0.4mm 60° Bevel 76K2448 29.90 COMPATIBLE WITH MFR-1160, MFR-1161 AND SP- Ava able me | 
@ STTC-022 0.4mm Conical, Sharp 76K2439 29.90 200 SOLDERING SYSTEMS 
@ STIC-006 0.4mm Conical, Sharp 76K2434 29.90 METCAL. 
@ STTC-044 0.5mm 30° Sharp, Bent 76K2447 29.90 
@ STTC-025 1mm 30° Chisel 76K2440 32.30 
@ STTC-001 1mm Conical, Sharp 76K2433 29.90 
@ STTC-007 1mm Conical, Sharp 76K2435 45.10 
@ STTC-038 1.5mm 30° Chisel 76K2445 29.90 
@ STTC-037 1.78mm 30° Chisel 76K2444 29.90 
@ STTC-042 1.78mm 60° Chise 76K2446 33.50 
@ STTC-036 2.5mm 30° Chisel 76K2443 29.90 : 
el ou cal “= pS 22819 SCC series tip cartridges are designed for use with MFR-1160, MFR-1161 and SP200-11 series soldering 
700 Series systems;ordered separately. Developed for high-power delivery, these tips permit soldering 100°F or more 
@ STTC-190 0.25mm. Conical 76K2472 34.50 below conventional irons. Other geometrics are available; go online or call. For easy identification of soldering 
@STIC-140 0.4mm 30° Chisel, Bent 76K2464 29.90 tips used for lead-free processes, order mfg. part no. AC-CK3 lead-free ID soldering tip rings separately. 
@ STTC-126 0.4mm 30° Sharp, Bent 76K2459 29.90 Price Each 
@ STIC-145 0.4mm 60° Bevel 76K2468 29.90 Mfg. Part No. Width Style Stock No. 1+ 
@ sTTC-145P 0.4mm Conica 68K5809 29.90 600 Series 
@ sT1C-122 04mm Conical, Sharp 76K2457 29.90 SSScobh oso G0 Bove He) 31.10 
@ STTC-106 0.4mm Conical, Sharp 76K2451 29.90 @ SSC-622A 0.51mm Conical, Sharp 76K2404 20.10 
@ sTTC-144 0.5mm 30° Sharp, Bent 76K2467 29.90 @SSC-H25A ‘rain 30" Chisel 48F3840 20.70 
@ STTIC-143 0.5mm Conical, Sharp 76K2466 33.50 @ SSC-601A 1mm Conical, Sharp 76K2402 22.30 
@ STIC-125 4mm 30° Chisel 76K2458 32.30 @ SSC-637A 1.78mm 30° Chisel 76K2406 20.70 
@ STTC-125P 4mm 30° Chisel 68K1797 32.30 @ SSC-672A 1.78mm Conical Chisel 76K2410 26.00 
@ STTC-146 mm 60° Beve 76K2469 33.00 © SSC-638A enn 30° Chisel T6K2407 22.30 
@ STTC-101 ‘Imm Conical, Sharp 76K2450 29.90 @ SSC-639A 2.3mm Drag Hoo 76K2408 33.00 
@ sTTC-107 imm Conical, Sharp 76K2452 34.30 BSC 000A. eer Ee eurseag = 
@ STTC-101P ‘1mm Conical, Sharp 10M9200 23.52 @ SSC-613A 3.3mm 90° Chisel 76K2403 34.00 
@ STTC-138 1.5mm 30° Chise 76K2463 29.90 700 Series 
@ STIC-199 15mm 30° Chisel, Bent 76K2474 29.90 © SSC-T45A 0.4mm 80° Beve 76K2420 20.70 
@ STTC-135 1.78mm 30° Bevel 76K2461 45.80 @ SSC-754A pon 30° Sharp, Bent 7eK2421 23.00 
@ STTC-198 178mm 30° Chisel, Bent 76K2473 29.90 BSSC 1204 D51mm 30” Sharp, Bent HSE 20.70 
@ ST1C-147 1.78mm 60° Beve 76K2470 28.20 @ SSC-722A 0.51mm Conical, Sharp 76K2413 20.70 
@ STIC-147P 1.78mm 60° Bevel 68K5810 29.90 @ SSC-725A 1mm 30° Chisel 76K2414 20.70 
@ STIC-142 1.78mm 60° Chisel 76K2465 33.50 @ SSC-701A 4mm Conical, Sharp 76K2411 20.70 
@ STTC-137P 4.8mm 30° Chisel 14M6371 29.90 @ SSC771A 4mm Conical Chisel 76K2423 23.00 
@ STTC-114 2.3mm 45° Bevel 76K2455 34.30 @SSC-738A 1.6mm 30° Chise T6K2418 20.70 
@ STIC-136 2.5mm 30° Chise 76K2462 29.90 @ SSC-737A 1.78mm 30° Chise 76K2417 20.70 
© STIC-136P 25mm 30° Chisel 68K1795 29.90 @ SSC-742A 1.78mm 60° Chise' 48F3860 26.00 
@ STTC-103 3mm 90° Chisel 41B5959 43.20 @ SSC-770A 4.78mm Chisel 83C8232 26.00 
@STIC-113 3mm 90° Chisel 76K2454 34.30 @ SSC-772A 1.78mm Conical Chisel 76K2422 26.00 
@ STTC-165 5mm Chisel 76K2471 39.00 @ SSC-739A 2.3mm Drag Hoo! 76K2419 33.00 
@ STIC-117 5mm Chisel 76K2456 29.90 @ SSC-713A 3.3mm 90° Chise! 76K2412 26.00 
@ STTC-1173P 5mm Knife 779254 78.70 wiSsteniié asim oe 85K6295 26.00 
800 Series PIM_37170 
@ STTC-838 1.5mm 30° Chisel 41B6009 29.90 
@ STTC-837 1.78mm 30° Chisel 76K2482 29.90 
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STDC SERIES DESOLDERING TIP CARTRIDGES 


M 


METCAL.. 


RoHS _ 
Compliant 
Available 


STDC series tip cartridges are designed for high heat transfer, making them ideal for desoldering on multi-layer 


boards. Available in three temperature ranges (600, 700 and 800 series). STDC series tip cartridges are for 
use in mfg. part no. MX-DS1 desoldering handpiece for MX series soldering and desoldering systems. Other 
geometries are available; go online or call. 
Price Each 
Mfg. Part No. Width Style Stock No. 1+ 

600 Series 

@ STDC-003 1.68mm Standard 41B5908 49.30 

@ STDC-004 1.8mm Standard 41B5909 49.30 

@ STDC-005 2mm Standard 76K2424 49.30 
700 Series 

@ STDC-102 0.55mm Standard 41B5913 55.20 

@ STDC-703L 0.76mm Long Reach 76K2429 — 

@ STDC-103 1.68mm Standard 76K2425 49.30 

@ STDC-704L 1.79mm Long Reach 41B5920 61.50 

@ STDC-105 2mm Standard 76K2426 49.30 

@ STDC-106 2.3mm Standard 76K2427 49.30 
800 Series 

@ STDC-803L 0.76mm Long Reach 76K2431 66.36 

@ STDC-804L 1.02mm Long Reach 84K0227 95.30 

@ STDC-804 1.02mm Standard 41B5925 86.90 

@ STDC-805L 4.27mm Long Reach 41B5928 95.30 
PIM_79283 
C SERIES WELLER® COMPATIBLE SOLDERING r\ 7 
TIPS PIATE 

1/32"(0.8) 1/16"(1.6) RoHS 
co) = — = Se roan 
ees 3/64"(1.2) ae 
: 1/32'(0.8) 
— = [ Tesi0of [= = 
C-3043 C-3100 


Features: 
@ Enhanced performance of soldering station 


© Longer tip life 
@ Improved heat recovery 


C series long life 700° and 800° F soldering tips are designed to fit Weller® mfg. part nos. WTCPL, 
WTCPN, WTCPR, WTCPS, WTCPT, and WTCPZ soldering stations with mfg. part no. TC201T soldering iron 
handpieces. Choice of screwdriver, conical and bevel tip styles. Shank diameter: 0.215”. Also available in 600°, 
750° and 900°F tips and additional sizes; go online or call. 

Price Each 
Mfg. Part No. Width Style Stock No. 1+ 

Tips with Operating Temperature - 700°F 

@ C-3039-7 0.062" Screwdriver 68K2147 = 

@ C-462-7 0.8mm Conical 68K2151 = 

@ C-3043-7 1.2mm Screwdriver 06/1915 = 

Tips with Operating Temperature - 800°F 

@ C-462-8 0.8mm Conical 68K2152 = 

@ C-3100-8 0.8mm Screwdriver 68K2150 = 

@ C-3043-8 1.2mm Screwdriver 68K2149 == 

@ C-3039-8 1.6mm Screwdriver 68K2148 = 
PIM_79379 

EW SERIES WELLER® COMPATIBLE SOLDERING EN 7 
TIPS RIATE 

1/32"(0.8) 1/16"(1.6) RoHS 
Ln =e [ew-03 || [= = Sep 
EW-301 EW-303 
ee ) _f' 18"(3.2) 
[eros [Ja = 7 
EW-305 EW-307 


1/64" (0.4) 


2 ae jf 
fee [T—— + ©F2I—- © 


EW-403 Ew-402 


@ Enhanced performance of soldering station 
© Longer tip life 

EW series long life soldering tips are designed to fit Weller® mfg. part nos. EC1002-1, EC2002-1, DEC1001, 
WTL-1000-1, DTL-1000, EC1000/1, EC2000/1, WTLE and WCC100 soldering stations that use mfg. part no. 
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@ Improved heat recovery 
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EW SERIES WELLER® COMPATIBLE SOLDERING TIPS (CONT.) 


EC1201A 40W soldering iron handpiece. Choice of screwdriver and conical tip styles. Shank diameter: 0.215”. 
Other tip sizes available; go online or call. 


Price Each 
Mfg. Part No. Width Style Stock No. haa 
@ EW-402 0.4mm Conical 68K3569 4.76 
@ EW-403 0.8mm Conical 98H2676 4.37 
@ EW-301 0.8mm Screwdriver 68K3565 4.37 
@ EW-303 1.6mm Screwdriver 68K3566 4.37 
@ EW-305 2.4mm Screwdriver 68K3567 4.37 
@ EW-307 3.2mm Screwdriver 68K3568 4.37 
PIM_79376 


MS SERIES WELLER COMPATIBLE SOLDERING 


RIATE 


TIPS 
GB : 
Compliant 
Available 
MS-3300 
.050" (1.3) 5 .063" (1.6) 7 
[_— t —F 
i .020" 
Me g190 cer MS-4100 
og" 0 25) Nee 
[| ———- —+t ([c 010" en 
MS-4110 
MS-4110 MS-4120 
MS-4120 
@ Enhanced performance of soldering station @ Improved heat recovery 
@ Longer tip life 
MS series long life soldering tips are designed to fit Weller® mfg. part nos. WS 80, WSD 80, WSD 130, WSD 
150 soldering stations and mfg. part nos. WSP 80 and MPR 80 soldering pencils. Choice of screwdriver and 
conical tip styles. Shank diameter: 0.237”. Other tip sizes available; go online or call. 
Price Each 
Mfg. Part No. Width Style Stock No. 1+ 
Replaces Weller® LT1 
@ MS-4120 0.25mm Conical 98H2845 1.46 
Replaces Weller® LT1L 
@ MS-4110 0.25mm Conical 98H2844 3.86 
Replaces Weller® LT1S 
@ MS-4100 1.6mm Conical 98H2842 2.98 
Replaces Weller® LTB 
@ MS-3300 2.4mm Screwdriver 98H2838 4.94 
Replaces Weller® LTK 
@ MS-3150 1.3mm Screwdriver 98H2835 4.94 
PIM_79377 


3/16” PACE® COMPATIBLE SOLDERING TIPS 


’ RIATE 


32" (0.8) 1/16" (1.5) RoHS 
0) © Gpetrinn 


ae eee Available 
3/32" (2.4) 1/8" (3.2)4_ 
seer [| © ase a 
33-6057 33-6058 
1/64" (0.4) 1/32" (0.8)5 
Eee ee 0) dee ro 
33-8141 33-8142 


@ Enhanced performance of soldering station 
© Longer tip life 

These 3/16” long life soldering tips are designed to fit Pace® SP-1A, SP-2A, PS-80, ST-45, IR-70 Sodr-Pen® 
soldering irons. Choice of screwdriver and conical tip styles. Shank diameter: 0.183”. Other tip sizes available; 
go online or call. 


@ Improved heat recovery 


Price Each 
Mfg. Part No. Width Style Stock No. 1+ 
@ 33-8141 0.4mm Conical 68K7435 7.33 
@ 33-8142 0.8mm Conical 68K7436 7.33 
@ 33-1144 0.8mm Screwdriver 68K7432 _ 
@ 33-6056 1.5mm Screwdriver 98H3323 7.09 
@ 33-6057 2.4mm Screwdriver 68K7433 7.09 
@ 33-6058 3.2mm Screwdriver 68K7434 7.11 
PIM_79365 
HAKKO® COMPATIBLE SOLDERING TIPS BIA 
> CONTINUED > 
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SOLDERING TIPS 


HAKKO® 


wy wn ain 0 Ae 1/16" (1 nis RoHS 
7 ree ate Te (5 Getimoian 
: ae Soe aPLCC | rs-2751 J i Available 
HS-0927 HS-2751 ‘lee 
3/32" (2.4) 
(a ae ee 
HS-2752 HS-2753 
1/32" (0.8) —i-— 0.019" (0.5) .040" (1.0) 
on hw >—-* = 
HS-2863 .250" TIN LENGTH 
1/64" (0.4) H8-4785 
hE — ieaiiod 
= =a 
HS-4787 Eo 
HS-4786 { D 


HS-4787 


@ Enhanced performance of soldering station @ Improved heat recovery 


© Longer tip life 


These long life soldering tips are designed to fit Hakko® 926, 927 and 928 soldering stations with M926 or 
900M handpieces. Choice of screwdriver, blade, conical and bevel tip styles. Shank diameter: 0.0.250". Other 
tip sizes available; go online or call. 
Price Each 
Mfg. Part No. Width Style Stock No. ‘he 
@ HS-4786 0.4mm Conical 98H2744 7.22 
@ HS-4787 0.8mm Conical 98H2745 7.22 
@ HS-2863 0.8mm Screwdriver 98H2738 7.03 
@ HS-4785 1mm Conical 98H2743 6.39 
@ HS-5701 1.2mm Bevel 98H2758 6.39 
@ HS-2751 1.6mm Screwdriver 98H2732 6.39 
@ HS-2752 2.4mm Screwdriver 98H2733 6.41 
@ HS-2753 3.2mm Screwdriver 98H2734 6.39 
@ HS-0927 4.7mm Blade 06/1994 9.97 
PIM_79366 


NT SERIES SOLDERING TIPS FOR WMP MICRO 


SOLDERING PENCIL Weller’ 
A = Seer 


OS 
B c a \ 
Chisel Bent Chisel/Bent Round 
A 
a —L os 
A c a 
Cylindrical 
Micro 
A 
c | 
Round 
Tip Size (B): © NTB = 0.289" 
© NTH, NTK, NTA, NT6 = 0.016” @ NTC, NTD = 0.305” 
© NTB, NTC, NTD, NTAX = 0.031" © NTAX = 0.339" 
@ NT1X = 0.063” @ NT1X = 0.321" 
© NTGW = 0.118" © NTGW = 0.528" 
Tip Length (C): © NT1 =0.291" 
© NTH, NTK, NTA = 0.331” @ NT1S = 0.333" 
© NT6 = 0.372” © NT4 = 0.39" 
Awide selection of quality soldering tips for use with the mfg. part no. WMP micro soldering pencil. NT series 
tips available in chisel, bent chisel, cylindrical, micro, round, bent round and screwdriver designs. Surface 
mount NT series tips are available in blade for any component type, slot for chip components, tunnel for DIP 
components and quad for PLCC and QFP components. Ideal for use with the mfg. part nos. WSL and WSL2 
digital soldering stations; to order separately, go online or call. 
Price Each 
Mfg. Part No. Width Style Stock No. 1+ 
NT1S 0.25mm Micro Fine Point 09H1979 14.50 
NT1 0.25mm Micro Fine Point 02H0195 14.50 
@ NT1X 0.4mm Bent Round 01H8409 16.80 
NTH 0.79mm Chisel 09H2017 15.30 
NTK 1.19mm Chisel 32H1247 15.30 
NT4 1.2mm Round 02H6177 10.24 
NT6 1.6mm Chisel 26H2559 14.50 
@NTA 1.6mm Chisel 09H2015 14.50 
NTAX 1.6mm Chisel, Bent 32H1243 = 
@ NTGW 2mm Gull Wing 01H8410 24.70 
@NTB 2.4mm Chisel 26M8283 14.50 
@NTC 3.2mm Chisel 32H1245 14.50 
@NTD 4mm Chisel 26M8284 28.80 
> CONTINUED > 
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NT SERIES SOLDERING TIPS FOR WMP MICRO SOLDERING PENCIL 


(CONT.) 
PIM_78447 
SOLDERING TIPS Weller’ 
Sake ' 
Compliant 
—aa Available 
PL100 PL133 _—_ ee = 
al armenia 
" — PL331 a 
PL155 
0.250” (6.35) THREAD-ON TIPS FOR USE WITH DI AND SL HEATERS (360, 362, 363, 537S, 1237S, 4037S, 
37UG) 
Iron-clad 


0.125” (3.18) THREAD-IN TIPLETS FOR USE WITH SL HEATERS (5378S, 1237S, 4037S, 37, 37UG) 
lron-clad 
“Mfg. part no. 333 unplater copper. 


Price Each 

Mfg. Part No. Width Style StockNo. | 1+ 
Thread-In Tiplets 
@ PL331 0.25mm Pencil 33F093 6.60 
@ 333 3.05mm Chisel 33F084 ae 
Thread-On Tips 
@PLi11 0.76mm Pencil 33F679 8.30 
@ PL100 1.27mm Conical 87F4279 7.70 
@ PLi14 1.27mm Micro Spade 30M7994 8.30 
@ PL138 1.27mm Tapered Needle 26M8289 8.20 
@ PL338 1.27mm Tapered Needle 33F686 7.10 
@ PL155 1.78mm Stepped Chisel 87F4258 8.20 
@ PL113 3.3mm Chisel 33F681 7.40 
@ PL333 3.3mm Chisel 33F095 6.20 
@ PL151 3.3mm Screwdriver 26M8290 8.20 
@ PL133 3.3mm Tapered 26M8288 9.00 
@ PL153 5.08mm Chisel 87F4281 9.50 
PIM_5918 


SOLDERING IRON TIPS 


Weller’ 
RoHS 
Compliant 
Available 


These quality Weller soldering iron tips are designed to provide maximum heat transfer from heater to the tip. 
MT Series tips for SP23 & SP23D Series Marksman® Irons - Solid copper tips, nickel-plated and tinned. 


CT Series screwdriver tips for W60P & W60P-3 Irons - Solid copper tips plated with iron overall. Nickel & 
chromium behind the working surface. MPN suffix ‘7’ for 700° tip size and ‘8’ for 800° tip size. 


CT Series screwdriver tips for W100PG & W100P-3 Irons - Solid copper tips plated with iron overall. Nickel & 
chromium behind the working surface. MPN suffix ‘7’ for 700° tip size and ‘8’ for 800° tip size. 


“Reach” EPH series tips for EC1301 & EC1302 Irons - Solid copper tips plated with iron overall. Nickel & 
chromium behind the working surface. EPH112 for ‘long’ Micropoint. 


ST Series tips for WP25, WP30 & WP35 Irons - Precision ground copper tips are plated with iron, nickel & 
chromium. ST-8 for ‘narrow’ screwdriver type. 


Price Each 

Mfg. Part No. Width Style StockNo. | 1+ 
“Reach” EPH Series Tips for EC1301/1302 Irons 
@ EPH-101 0.38mm Micro Fine Point 81F2380 18.10 
@ EPH112 0.38mm Micro Fine Point 95F3732 21.10 
@ EPH-106 1.57mm Screwdriver 26M8265 17.90 
CT Series Screwdriver Tips for W100PG/100P-3 Irons 
@ CT6C8 3.18mm Screwdriver 35F2581 8.70 
@ CT6C7 3.18mm Screwdriver 26M8258 8.70 
@ CT6D8 4.75mm Screwdriver 35F2584 8.90 
@ CT6E8 6.35mm Screwdriver 35F2587 8.70 
@ CT6E7 6.35mm Screwdriver 26M8259 8.90 
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SOLDERING EQUIPMENT & SUPPLIES 


S RING TIPS 
SOLDERING IRON TIPS (CONT.) SOLDERING TIPS (CONT.) 
Price Each Price Each 
Mfg. Part No. Width Style Stock No. 1+ Mfg. Part No. Width Style Stock No. 1+ 
CT Series Screwdriver Tips for W100PG/100P-3 Irons PT Series for WTCPT Stations - 800°F 
@ CT6F8 9.53mm Screwdriver 35F3332 8.90 @ PTS8 0.38mm Conical 90F8307 4.60 
@ CT6F7 9.53mm Screwdriver 35F3331 8.90 @ PT-P8 0.79mm Conical 35F3356 4.60 
CT Series Screwdriver Tips for W60P/-3 Irons PTO8 0.79mm Conical 09B9935 4.25 
@ CT5A8 1.57mm Screwdriver 35F2566 6.00 @ PT-K8 1.17mm Screwdriver 35F2547 4.60 
@ CT5A7 1.57mm Screwdriver 35F2565 6.00 @ PT-F8 1.19mm Conical 35F3360 4.60 
@ CT5C8 3.18mm Screwdriver 35F2572 6.00 @ PT-AAS 1.57mm Flat 35F3357 2.89 
@ CT5C7 3.18mm Screwdriver 26M8256 6.00 @ PTA8 1.57mm Screwdriver 35F2527 eis 
@ CT5D7 4.75mm Screwdriver 35F2574 6.00 @ PT-L8 1.98mm Screwdriver 35F2551 4.60 
@ CT5D8 4.75mm Screwdriver 26M8257 6.20 @ PT-BB8 2.36mm Flat 35F2555 = 
@ CT5E8 6.35mm Screwdriver 35F2578 6.20 @ PT-B8 2.36mm Screwdriver 35F2531 4.60 
MT Series Tips for SP23/23D Series Marksman Iron @ PT-CC8 3.18mm Flat 35F2559 4.50 
@ MT3 3.18mm Chisel 33F995 7.20 @ PT-C8 3.18mm Screwdriver 26M8293 4.60 
@MT1 3.18mm Conical 33F993 7.20 @ PTD8 4.75mm Flat 35F2539 4.70 
@ M12 3.18mm Screwdriver 33F994 7.20 @ PT-E8 5.94mm Screwdriver 35F3363 4.60 
ST Series Tips for WP25/30/35 Irons PIM_5916 
@ST-7 0.79mm Conical 26M8313 4.70 
ost ovonin li Sally 470 __ LT SERIES SOLDERING TIPS 
@ST-6 0.79mm Screwdriver 34F1027 4.70 
@ST-8 1.57mm Screwdriver 34F1029 ae 
@ST-1 1.57mm Screwdriver 26M8312 5.10 
@ ST-2 2.36mm Screwdriver 33F177 = 
@ ST-3 3.18mm Screwdriver 33F178 - 
@ ST-4 47.5mm Screwdriver 34F1025 Ee 
PIM_5915, 
SOLDERING TIPS Weller’ 
Rais LTKN LT1X 
Gap singin Features: @ Designed to provide maximum RoHS 
Available © Solid copper plated with iron all over heat transfer from the heater Osa 
© Nickel and chromium behind the working surface to the tip Available 
LT series soldering tips for use with mfg. part no. WSP80 soldering pencil; order separately online or call. 
Price Each 
Mfg. Part No. Width Style Stock No. 1+ 
@ LTISLX 0.3mm Round 0708835 10.90 
@LT1X 0.41mm Bent Round 17C6590 11.60 
@LTL 1mm Chisel 17C6585 5.50 
@ LTKN 1.5mm Knife 1706584 = 
Price Each LT-GW 2.3mm Gull Wing 83F4108 = 
Mfg. Part No. Width Style Stock No. 1+ PIM_74796 
@ PT-S7 0.4mm Round 90F8306 4.60 
ET Series for EC1201/1201AFE Irons CIRCUITWORKS® CONDUCTIVE PEN |W Chemtronics: 
@ETV 0.61mm Flat 95F3726 5.00 ; ral bbls role laced on Most Surfaces as 
@ETO 0.79mm Ponce! 33F1825 5.10 @ Can Be Soldeved at few Temperatures Osa 
@ETH 0.79mm Screwdriver 33F1822 5.10 © Dries in Minutes at Room Temperature 
@ETK 1.17mm Screwdriver 26M8268 ce ° Choice of Microtip for Fine Lines or Standard Tip 
@ETA 1.57mm Screwdriver 33F1818 5.10 for wider pines : ead 
- Pen dispenser draws highly conductive silver traces, 
@ETR 1.57mm Screwdriver 26M8270 5.10 jumpers, and shielding with precision and control. 
@ETL 1.98mm Screwdriver 26M8269 5.10 
@ ETDD 4.75mm Flat 90F8309 5.10 
@ETD 4.75mm Screwdriver 33F1821 5.10 pisgeneln Coulis Price Each 
MP Series Tips forWM120 Soldering Iron Mfg. Part No. Method | Weight Color StockNo. | 1-4+ 
@ MP131 0.38mm Conical 33F1656 9.40 Micro Tip 
sues _/0./9mnm peat SSE IGSE o0 © CW2200MTP Pen Applicator 8.5g Grey 0021498 52.04 
PT Series for WTCPT Stations - 600°F Standard Tip 
a didla een Sorewalver SSFzSES eG) @ CW22008TP Pen Applicator 8.59 Grey 0021497 | 57.82 
PT Series for WTCPT Stations - 700°F Pini oeRD 
@ PT-07 0.79mm Conical 51F3535 4.70 _ 
@ PT-P7 0.79mm Conical 26M8301 4.60 7 
ent 073mm Screwarvet 35F 2502 a70 ~_ CIRCUITWORKS® OVERCOAT PEN ©Chemtronics 
: ® Protects Conductive Pen Traces 
@ PT-K7 1.17mm Screwdriver 26M8297 4.60 © Hard Durable Coating RoHS 
@ PT-F7 1.19mm Conical 35F3359 4.70 © Protects Against Shorting, Arcing, Abrasion and Gee einsian 
@ PT-AA7 1.57mm Flat 35F3312 4.60 Moisture 
- ® Dries in Minutes at Room Temperature 
@ PTAT 1.67mm Screwdriver 85h2526 4.60 © Meets MIL-I-46058C and IPC-CC-830A 
@PT-L7 1.98mm Screwdriver 35F2550 4.70 ® Multiple Colours Available 
@ PT-BB7 2.36mm Flat 26M8291 4.60 Pen dispenser provides precise application of a 
@PT-B7 236mm Screwdriver 26M8292 4.60 tough protective acrylic conformal coating. 
@ PT-CC7 3.18mm Flat 35F2558 4.60 
@ PT-C7 3.18mm Screwdriver 35F2534 4.25 
@ PT-M7 3.18mm Screwdriver 26M8298 4.60 
@ PTD? 4.75mm Screwdriver 35F2538 4.60 
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CIRCUITWORKS® OVERCOAT PEN (CONT.) REWORK STATIONS (CONT.) 

7 : ; i Mfg. part no. 21-10560 - Desoldering Iron © Overall dimensions: 7.5” x 11.5” x 4.75” 

Mfg. Part N pater Weight pts Stock N we © Temperature range: +572°F to +842°F © Fuse type:15A Fast type 
9 ATEND: “= cig olor OCk Ne: : © Heating element: 100-120VAC, 170W Mfg. part no. 21-10555 - Desoldering Iron 
@ CW3300G Pen Applicator 4.99 Green 0021868 26.83 Mfg. part no. 21-10560 - Soldering Iron © Temperature range: +572°F to +842°F 
@ CW3300C Pen Applicator 49) Transparent 0021543 25.57 © Temperature range: +302°F to +896°F @ Heating element: 32VAC, 100W 
D oT fi nm x BI u K 9174660 ae © Heating element: 100-120VAC, 100W Mfg. part no. 21-10555 - Soldering Iron 

© CW3300BLACK SPR Car “9 ne 25.30 Mfg. part no. 21-10560 - Hot Air © Temperature range: +302°F to +896°F 
@ CW3300B Pen Applicator 4.99 Blue 85M7994 21.33 © Temperature range: +212°F to +896°F © Heating element: 32VAC, 100W 
PIM 29683 © Power requirements: 100-120VAC © Overall dimensions: 7.5” x 11.5” x 4.75" 


@ Powe consumption: 600W 


Mfg. part no. 21-10560 multi-function SMD rework station is ideal for production, repair work, desoldering, 
general soldering and reworking surface mount devices with temperature-controlled hot air all in one unit. 3-in- 
one design saves work space and offers tool convenience. 

Mfg. part no. 21-10555 versatile soldering and desoldering station is ESD safe and loaded with features making 


SOLDER-MATE SOLDER DISPENSER 


Durable Solder-Mate™ solder dispenser minimizes core 
solder usage. Eliminates operator downtime, provides 


Weller’ 


: : it suitable for a variety of uses like production, repair, general hobbyist work and lead free applications. 
continuous solder wire. Holds one pound solder spool (not - 
included). Size: 4.4L X 3.5W X 2.6’H. Cored wire solder Price Each 
ordered separately; go online or call. Mfg. Part No. Description Stock No. 1+ 

21-10562 1.0mm Desoldering Tip for 21-10555/10560 5877109 = 
21-10563 1.2mm Desoldering Tip for 21-10555/10560 5817110 4.03 
21-10564 1.5mm Desoldering Tip for 21-10555/10560 5817111 — 
21-10559 Glass Solder Collector for 21-10556 5877108 == 
Price Each 21-10558 Heater Assembly for 21-10556 5772726 = 
Mfg. Part No. Stock No. 1+ PIM_212007 
SM1 50F179 14.80 
PIM_108797 Heat Guns 
PIM_5513182 
Low Voltage 
Supply Price Each Power (Mains) 
Voltage Output Heat Price Each 
Mfg. Part No. VAC Power Temp. Stock No. 1+ Output Supply ae 
@ WSP 150 AV 750W B50°F 19M5231 5 Mfg. Part No. Power Voltage Stock No. 1+ 
pido) Desoldering Iron for 21-10560/10555 
parecer 2110556 | 120V 5817107 = 
Soldering Iron for 21-10560/10555 
150W HEAVY-DUTY SOLDERING PENCIL AND Wi || ® 21-10605 100W 32V 5672243 a 
REPLACEABLE TIPS CHeEY = iicos 
GeBiore ’ 
Compliant 
Available Rework Stations 
Supply Price Each 
Voltage 
WSP150 Mfg. Part No. VAC Stock No. 1+ 
Multi-Function SMD Rework Station 
21-10560 120V 4670217 = 
PIM_5513184 
a DISPENSER PACK 
Features: heat storage D URATOOL 
© For high-heat applications requiring maximum © ESD safe Features: = 
Mfg. part no. WSP150 heavy-duty soldering pencil comes complete with mfg. part no. LHTF 0.366” 0.D./width : ilar saa Fits in Tool Box \&S 
chisel soldering tip. Rated: 150W, 24V. Temperature range: 150°F to 850°F. Length: 12.4”. Compatible with ot Pocket ; 
LHTseries chisel soldering tips and mfg. part no. PH60 pencil/iron stand; order separately below. Ideal for use 
with mfg. part nos. WD2 and WD2M dual power units ordered separately; go online or call. 
Price Each SPC22157 
Mfg. Part No. Width Style Stock No. 1+ Melting Price Each 
@LHTD 4.7mm Chisel 19M0579 5.20 Mfg. Part No. Dia. Weight Temperature Stock No 1-24+ 
@LHTE 6.7mm Chisel 19M0580 = 60, 40 Sn, Pb 
@LHTF 9.3mm Chisel 19M0581 8.60 SPC22159 0.032" 0.7010z 190°C 20M4953 = 
Price Each 63, 37 Sn, Pb 
Mfg. Part No. Description Stock No. 1+ SPC22158 0.032" 0.7010z 183°C 20M4952 1.95 
PH60 Soldering Pencil/lron Holder with Sponge 35F3347 47.60 96.5, 3, 0.5 Sn, Ag, Cu 
PIM_89590 SPC22157 0.032” 0.60z 217°C 20M4951 mn 
PIM_89765 
REWORK STATIONS Ti ® 
ROSIN-ACTIVATED SOLDER 
Rosin-activated solder offers the most effective form 
where wetting action is completely non-corrosive and 
electrically nonconductive. 
Water-soluble is more effective and heat-stable than 
rosin fluxes. Residue can be completely removed 


with water. 

Mildly active solder has high mobility, fast spreading 
action that meets military specification QQ-S-571. 
No-clean solder is environmentally safe. Leaves low 
amounts of residue which doesn’t require cleaning. 


Melting Price Each 
Mfg. Part No. Dia. Weight Temperature Stock No. 1+ 
60, 40 Sn, Pb, Rosin-Activated Flux - 3.3% 
SPC22123 0.025” 80z 190°C 20M4917 41.06 
SPC22126 0.032” 1Ib 190°C 20M4920 28.18 
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SOLDERING EQUIPMENT & SUPPLIES 


SOLDER 


48 ROSIN ACTIVATED LEAD FREE STANDARD CORE WIRE SOLDER 


Melting Price Each (CONT.) 
Mfg. Part No. Dia. Weight Temperature Stock No. 1+ @ 24-7068-1400 0.062” tIb 217°C 75J3057 137.76 
60, 40 Sn, Pb, Rosin-Activated Flux - 3.3% PIM_84351 
SPC22124 0.032” 80z 190°C 20M4918 54.30 
P. 0.04” ‘Ib 190°C 20M4921 
ee Cazel : : o ave 331 WATER-SOLUBLE LEAD FREE ORGANIC mon 
SPC22128 0.05 tle 190°C ZUM ES22 |B SGtnD CORE WIRE SOLDER = 
SPC22129 0.062” ‘Ib 190°C. 20M4923 25.40 nH 6h6UmdG 
60, 40 Sn, Pb, Water-Soluble Solder - 3.3% Flux ke ster’ 
SPC22136 0.032” Ib 190°C 20M4930 22.51 ‘ 
63, 37 Sn, Pb, Mildly Activated Solder - 3.3% Flux ie Gonna ne ey 
SPC22138 0.032” ‘lb 183°C 20M4932 37.82 Kester: Soper 
63, 37 Sn, Pb, No-Clean Solder - 1.1% Flux uno re sowen aie 
SPC22140 0.02" ‘lb 183°C 20M4934 34.46 ence 
SPC22139 0.032" ‘lb 183°C 20M4933 32.04 Pr 
63, 37 Sn, Pb, Rosin-Activated Flux - 3.3% Pasi cE 7 iepiwai 
5 a eatures: ‘asy residue removal in DI water 
SPC22130 0.02 ‘lb 183°C BOMeeze 43.78 © Excellent solderability to a wide variety of © Classified as ORH1 per J-STD-004 
SPC22131 0.025” ‘Ib 183°C 20M4925 35.77 matalizations 
SPC22125 0.025” 80z 183°C 20M4919 51.90 331 organic flux is a water soluble formula for use in flux-cored solder wire and is more effective than rosin fluxes 
SPC22132 0.032" 1b 183°C 20M4926 29.48 in solder difficult metals. The flux is more heat stable than most organic fluxes, resulting in minimal smoke and 
odor. The residue can be completely removed with a simple water rinse. 
SPC22133 0.04” 1Ib 183°C 20M4927 28.61 Price Each 
7 3 Melting 
SrO22196 oie {ib ce 2ON 2 29/56 Mfg. Part No. Dia. Weight Temperature Stock No. 1-49+ 
PIM” 19928 96.5, 3, 0.5 Sn, Ag, Cu 
@ 24-7068-6403 0.031” ‘Ib 217°C 07/1570 138.82 
275 NO-CLEAN LEAD FREE STANDARD CORE Le! © 24-7068-6409 0.05" Ib 217°C 64J7653 = 
WIRE SOLDER Sm 2 24-7068-6411 0.062" ‘lb 217°C 33K3961 | 140.02 
kester ™™= 
kes Senne nNowates 44 SERIES RA ROSIN CORE SOLDER = 8 
ester’ RoHS an 
Compliant 
ore Ae 
= kester’ 
ee CONNECTING INNOVATION™ 
Features: Eliminates the need and expense of cleaning 


@ Alloy - 96.5, 3, 0.5 Sn, Ag, Cu 

© Colorless translucent residues 

@ Improves wetting performance 

@ Excellent solderability and fast wetting to a variety 
of surface finishes 

275 no-clean flux for cored solder was developed to provide superior wetting performance for hand soldering 

in the electronics industry. The chemistry is based on some of the same principles that have been safely used 


Low smoke and odor 

Low spattering 

Classified as ROLO per J-STD-004 
Compliant to Bellcore GR-78 


for years in mildly activated rosin fluxes. Results in an extremely clear post-soldering residue without cleaning. 
The unique chemistry was also designed to reduce spattering common to most core fluxes. Flux core size: 58. 
Melting Price Each 
Mfg. Part No. Dia. Weight Temperature Stock No. 1-49+ 

96.5, 3, 0.5 Sn, Ag, Cu 

@ 24-7068-7603 0.02” Ib 217°C 7256990 154.29 

@ 24-7068-7617 0.025" 1Ib 217°C 08/4198 140.18 

@ 24-7068-7601 0.031” 1Ib 217°C 98H3732 138.86 

@ 24-7068-7606 0.05" Ib 217°C 33K3799 138.21 

@ 24-7068-7607 0.062” tIb 217°C 33K3950 137.76 
PIM_84352 
48 ROSIN ACTIVATED LEAD FREE STANDARD = 68 
CORE WIRE SOLDER an 


CONNECTING INNOVATION™ 


RoHS _ 
Compliant 
Available 


| kester: 


LEAD FREE SOLDER 
SOLDADURA 
SIN PLOMO 

SOUDURE 
SANS PLOMB 


© Low smoke and odor 
© Low spattering 
© Classified as ROL1 per J-STD-004 


@ Unparalleled wetting performance 

@ Excellent solderabiliity and fast wetting to a variety 
© of surface finishes 

@ Eliminates the need and expense and cleaning 

48 activated rosin flux for cored solder wire was developed for lead-free applications to enable solder of most 
common metals. The performance characteristics exceed those of standard RA fluxes. “Instant-action” wetting 


to provide fast and reliable solder joints. Flux core size: 66. 

Melting Price Each 

Mfg. Part No. Dia. Weight Temperature Stock No. 1-49+ 

96.5, 3, 0.5 Sn, Ag, Cu 

@ 24-7068-1401 0.02” 1Ib 217°C 19K8814 148.84 

@ 24-7068-1406 0.025" (Ib 217°C 33K3952 143.38 

@ 24-7068-1402 0.031” (Ib 217°C 70J9056 141.94 

@ 24-7068-1404 0.05” Ib 217°C 33K3963 140.79 
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High-activity RA core flux designed for excellent instant wetting action, even on nickel surfaces. The residues 
are noncorrosive if not cleaned. Classified as ROM1 flux per J-STD-004. All RA series are 3% flux. 
Melting Price Each 
Mfg. Part No. Dia. Weight Temperature Stock No. 1-49+ 
60, 40 Sn, Pb 
24-6040-0010 0.02" (Ib 190°C 34C5647 68.15 
24-6040-0018 0.025” (Ib 190°C 26C0450 49.03 
24-6040-0027 0.031" (Ib 190°C 34C5648 56.86 
24-6040-0039 0.04” (Ib 190°C 34C5649 56.51 
24-6040-0053 0.05” (Ib 190°C 34C5650 = 
24-6040-0061 0.062” (Ib 190°C 34C5651 55.77 
24-6040-0066 0.093” (Ib 190°C 34C5652 54.35 
62, 36, 2 Sn, Pb, Ag 
24-7150-0018 0.025” IIb 315°C 34C5668 110.81 
63, 37 Sn, Pb 
24-6337-0007 0.015” (Ib 183°C. 34C5653 78.59 
24-6337-0010 0.02" (Ib 183°C 93B8307 68.68 
24-6337-0027 0.031” (Ib 183°C 3405655 59.39 
24-6337-0053 0.05” (Ib 183°C 34C5657 58.78 
24-6337-0061 0.062" (Ib 183°C 3405658 58.32 
PIM_68901 
”331” ORGANIC AND LEAD-FREE WATER- a6 
SOLUBLE CORE : a = 


SOLDER 


kester’ 


CONNECTING INNOVATION™ 


331 is designed for optimal cleanability with water. Highly active water-soluble flux for soldering difficult metals. 
Classified as ORH1 per J-STD-004. All organic water soluable core solder are 3% flux. Order the lead-free 
water-soluble version separately below. 


> CONTINUED > 
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SOLDERING EQUIPMENT & SUPPLIES @ Indicates RoHS Compliant 4] Find Datasheets Online 


SOLDER 


”331” ORGANIC AND LEAD-FREE WATER-SOLUBLE CORE SOLDER LEAD-FREE CORED WIRE 
(CONT.) SOLDER 
Melti Price Each Cored wire features ground-breaking, new lead- 
Mfg. Part N Di Weight Tk id ad Stock N [ees | free flux core formulations to give users an easy 
Aree: eee cig emperature BERING: S transition to lead-free operations. Features a Ge tinoiat 
60, 40 Sn, Pb consistent distribution of lead-free flux throughout Available 
24-6040-6403 0.031” Ib 190°C 002878 82.18 the solder wire making it ideal for automated wire 
a ey = soldering processes. 
24-6040-6411 0.062 ‘Ib 190°C 002876 98.09 511™ Lead-Free, No-Clean Cored Wire Solder - 
63, 37 Sn, Pb C511™ no-clean, clear-residue, cored wire solder 
24-6337-6422 0.015” 1Ib 183°C 34C5659 81.09 features lead-free alloy of Sn96.5/Ag3/Cu0.5 with a 
7 a melting point of 217°C. 
24-6337-6417 0.025' ‘Ib 183°C 12€0490 37.89 Hydro-X™ Lead-Free, Water Soluble Cored Wire 
24-6337-6403 0.031” (Ib 183°C 002879 59.31 Solder - HYDRO-X™ water-soluble cored wire 
24-6337-6411 0.062” 4Ib 183°C 002877 59.41 solder features lead-free alloy of Sn96.5/Ag3/Cu0.5 
: with a melting point of 217°C. 
PIM_68902 5110 
Melting Price Each 
285 RMA FLUX-CORE SOLDER a6 Mfg. Part No. Dia. Weight Temperature Stock No. 1-4+ 
: 7 = 265,3, 0.5 Sn, Ag, Cu, 511% 
® @ MM02104 0.015” 8.80z 217°C 32M7029 = 
¢ ster @ MM01955 0.032” 1Ib 217°C 42K3275 —_ 
CONNECTING INNOVATION” @ MM01951 0.064” ‘Ib 217°C 32M7028 = 
96.5, 3, 0.5 Sn, Ag, Cu, Hydro-X™ 
@ MM01950 0.032” 1.102Ib 217°C 70K9447 = 
SOLDER PIM_90466 


TIN-LEAD CORED WIRE SOLDER 


RMA flux-core solder is RMA-based flux that provides wetting action comparable to that of a typical RA flux. The 
residues are noncorrosive if not cleaned. Catagorized as ROL1 per J-STD-004. Spool weight: 1Ib. 
Melting Price Each 
Mfg. Part No. Dia. Weight Temperature Stock No. 1-49+ 
63, 37 Sn, Pb, Flux % - 2 
24-6337-9713 0.031” 1Ib 183°C 50B4544 57.63 
63, 37 Sn, Pb, Flux % - 3 
24-6337-9703 0.015” Ib 183°C 34C5666 78.56 
24-6337-9702 0.02" ‘Ib 183°C 90B5872 68.68 
24-6337-9718 0.025” 1Ib 183°C 34C5667 46.07 HYDRO-X) 
24-6337-9710 0.031” 1Ib 183°C 002875 59.39 Tin-lead cored wire features multiple flux cores technology to provide even and consistent distribution of flux 
PIM 68903 throughout the solder wire. This reliability makes this solder wire ideal for automated wire soldering processes. 
7 Additional sizes available; go online or call. 
400™ Sn63/Pb37-cored wire flux offers increased flux content for improved wetting. IPC Class: ROLO. 
245 NO-CLEAN FLUX CORE SOLDER 8 Melting Price Each 
[ 7 : Mfg. Part No. Dia. Weight Temperature Stock No. 1-4+ 
® 63, 37 Sn, Pb 
e S er MM00991 0.022" (Ib 183°C 4256191 39 
CONNECTING INNOVATION” @ MM02179 0.022" ‘Ib 217°C 31M8901 23 
MMO01004 0.032" Ib 183°C 7201198 = 
MMO00989 0.032” 1.102Ib 183°C 7201196 = 
MM00973 0.032” 1.102Ib 183°C 67C1221 = 
93.5, 5, 1.5 Pb, Sn, Ag 
amass ean a sel flux pias peerage 8 ore on oud Tel pelea MMO01006 0.022” 8.8180z 301°C 7201199 eS 
visually clear. Complies with Bellcore GR-78, and is classified as per J-STD-004. Spool weight: 1 Ib. ; 5 
except mfg, part nos. 23-6337-8806 and 23-6337-8807 which are 1/2. MMo1007 0.048 1.102Ib 301°C E2C200 = 
Melting Price Each PIM_10020 
Mfg. Part No. Dia. Weight Temperature Stock No. 1-49+ 
63, 37 Sn, Pb, Flux % - 1 ROSIN CORE SOLDER WIRE 
24-6337-8806 0.015” 1Ib 183°C 34C5662 78.19 Features: 
-6337- 0.02" ‘lb 183°C 0021222 * Rosin flux core 
eae 0.025" ‘lb 183°C 0106854 = A cela gy 
24-6337-8809 —— 60.37 Ideal for general purpose electronic repair and assembly use. 
24-6337-8800 0.031" Alb 183°C 0021122 58.99 Rosin Core Solder 60/40 Tin/Lead - Tin/lead formulation \ B 
24-6337-8813 0.04” ‘lb 183°C 34C5663 61.60 provides the lowest possible melting point. Melting point: ‘Wiigegias ame " 
24-6337-8814 0.05” 1Ib 183°C 3405664 18S 1870'F), oe aay 
stl : 58.38 Lead-Free Rosin Core Solder, 99.3/0.7 Tin/Copper - Tin/ 
24-6337-8817 0.062" Ib 183°C 92B5994 57.90 copper formulation meets current requirements for lead-free 
63, 37 Sn, Pb, Flux % -2 solder use. Melting point: 227°C (441°F) 
Wate 7 3 Lead-Free Rosin Core Solder, 96.5/3/0.5 Tin/Silver/ 
24-6337-8834 0.02 ‘lb 183°C 34C5665 68.28 Copper - Silver formulation provided improved conductivity 
24-6337-8801 0.031” (Ib 183°C. 3405661 58.99 performance, lower melting point whilst contiuing to meet 
63, 37 Sn, Pb, Flux % - 3 requirements for lead-free solder use. Melting point: 217°C (423°F). 
24-6337-8802 0.031” ‘Ib 183°C. 2703665 58.99 Melting Price Each 
PIM_68904 Mfg. Part No. Dia. Weight Temperature Stock No. 1-9+ 
60, 40 Sn, Pb, Rosin Core Solder - Tin/Lead 
21-1040 0.04” (Ib 188°C 93B9303 19.99 
21-1045 0.04” 60z 188°C 3809096 10.01 
New Products Adc d ed D al Wy 96.5, 3, 0.5 Sn, Ag, Cu, Lead-Free Rosin Core Solder - Tin/Silver/Copper 
z 21-1042 0.04” ‘Ib 217°C 64M0942 57.13 
ae ee Technologies and , 1047 0.04" bor TC 64M0944 BaTGS 
upp 99.3, 0.7 Sn, Cu, Lead-Free Rosin Core Solder - Tin/Copper 
newark.com/new-products 21-1041 0.04” (Ib 227°C 64M0941 32.99 
21-1046 0.04” 60z 227°C 64M0943 17.02 
PIM_5624846 PIM_211536 
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SOLDERING EQUIPMENT & SUPPLIES 


SOLDER 
1-POUND EXTRUDED BAR SOLDER = &  SODER-WICK® DESOLDERING BRAID (CONT.) 
; a : Price Each 
® Mfg. Part No. Width Length Stock No. 1-9+ 
ester Soder-Wick® Rosin 80 SD - Size #5, Brown 
CONNECTING INNOVATION™ @ 80-5-10 3.7mm 10 95F6244 10.02 
Soder-Wick® Rosin 80 SD - Size #6, Red 
Extrusion process provides uniform, high-purity virgin tin and lead. © 80-6-5 5.3mm 5 95F6239 7.26 
Solder Melting Bricelcach Soder-Wick® Unfluxed (ESD) - Size #2, Yellow 
Mfg. Part No. Alloy Temperature Weight StockNo. | 1-494 e tel) 7 1.6mm 10 3905309 1.27 
04-6337-0050 63, 37 Sn, Pb 183°C 757.4999 90B7841 90.44 Soder-Wick® Unfluxed - Size #2, Yellow 
PIM_68908 @ 70-2-25 1.5mm 251 39C3081 18.79 
Soder-Wick® Unfluxed - Size #3, Green 
P @ 70-3-25 1.5mm 251 2205674 19.72 
SODER-WICK® DESOLDERING BRAID ©Chemtronics sss: 


Soder-Wick® Desoldering Braid 
@ Effective, economical way to safely and com- 


RoHS a 
pletely remove solder from BGA pads and chips Osa . 

@ Sized and designed specifically for BGA pad and on SODER-WICK® LEAD FREE DESOLDERING BRAID |S Chemtronics 
chip rework/repair Features: ; ; 
Entire BGA pads cleaned in 3 to 4 Passes © Engineered specifically for high rN | Gee eimpiat 
Available in Rosin (80) and No-Clean (60) Fluxes temperature, lead-free solders \ Available 
Packaged in ESD-safe static-dissipative bobbins © Transfers heat to the solder joint 4 
Meets MIL-F-14256, NASA-STD-8739.3, DOD- more quickly and efficiently 
STD-883E, Anai/ipc J STD 004 Type ROLO, MIL- ® Specifically designed for all lead- 
STD-1686C, MIL-HDBK-263B, MIL-B-81705C, free solders 

and MIL-STD-2000A © Can also be used with Tin/Lead 


Soder-Wick® Unfluxed solders 
© Non-corrosive type R Rosin flux © Desolders up to 40% faster than competitive no- © Soder-Wick® Lead-Free packaged 
Leaves no ionic contamination on boards clean braids and leaves boards cleaner in ESD-safe static dissipative 
© Packaged in ESD-safe static-dissipative bobbins  ° Meets MIL-F-14256EF, Bellcore TR-NWT- bobbins Especially effective at removing residual solder 
© Minimizes risk of damage associated with static 000078,ANSI / IPC J SF-818, NASA-STD-8739.3, © Minimizes the risk of damage associated with from SMT pads. 
| 7 DOD-STD-883E, Anai/ipc J STD 004 Type ROLO static electricity @ RoHS Compliant 
electrici Be 4 : 
© Meets aeaeuee NASA-STD-8739.3, MIL-STD-1686C, MIL-HDBK-263B, MIL-B-81705C, © Noncorrosive ultra high purity no-clean flux @ Patent Pending 
DOD-STD-883E, Anailipc J STD 004 Type ROLO, and MIL-STD-2000A © Will not leave ionic contamination on the boards 
MIL-STD-1686C, MIL-HDBK-263B, MIL-B-81705C, Soder-Wick® Unfluxed Price Each 
and MIL-STD-2000A : *@ Can be coated with any flux type SiGe EACHy 
Soder-Wick® No-Clean @ Allows for constant flux type throughout process Mfg. Part No. Width Length Stock No. 1-9+ 
© Fast, clean no-clean flux desoldering braid pack- Q oe ee eee Blue 
e Eheaels Saaecnccig sal ete nO: packaged in an ESD-safe static-dissipative bobbin © 40-4-5 2.8mm Sift ZOKG ISS 5.49 
clean flux system : , to minimize the risk of damage associated with @ 40-4-10 2.8mm 10ft 29K6133 11.19 
static electricity. Green 
Soder-Wick® BGA - Solder-Wick®, the world’s leading brand of desoldering braid, is the fastest, cleanest and =a 
safest braid in the industry. It significantly reduces rework/repair time and minimizes the risk of heat damage @ 4055 efor on CRE 6126 
to the board. Its geometrically precise weave design allows for maximum capillary action and solder capacity. @ 40-3-10 2mm loft 29K6131 11.28 
Soder-Wick® desoldering braid optimizes heat transfer through the braid and into the solder joint, resulting in Yellow 
faster wicking action than any other competitive braid. Minimal flux residue on the board speeds up the cleaning 
process, or eliminates it entirely. 4025 | Sm 
Soder-Wick® desoldering braid is available in the most comprehensive variety of widths, lengths and flux types. @ 40-2-10 1.5mm 10ft 29K6129 10.63 
Application-specific sizes allow for precision solder removal in a flash. Wicking speed and board safety are PIM_85077 
maximized by matching the size of the braid to the soldering iron tip and the area to be desoldered. 
Price Each ‘i 
Mfg. Part No. Width Length Stock No. 1-9+ CHEM-WIKS ROSIN DESOLDERING BRAID W Chemtronics 
- - © The fast, safe rosin flux desoldering braid for 
Soder-Wick® BGA - Size BGA, Purple removing solder from leads and components. ROS 
© 80-BGA-5 = ft 01F195 751 : costed with ula high burtrost Avaliable 
Wi a = F on-corrosive Type R rosin flux 
Soder-Wick® No-Clean SD - Size #1, White @ Meets DOD-STD-1686C, DOD-HDK-2638, MIL- 
© 60-1-5 0.8mm 5 95F6245 6.05 F-14256F, MIL-B-81705C and MIL-STD-2000A 
@ 60-1-10 0.8mm 10 95F6251 10.47 As the industry standard desoldering braid for 
Soder-Wick® No-Clean SD - Size #2, Yellow service and repair, Chem-Wik® desoldering braid 
ensures fast and safe desoldering. The ultra-pure, 
@ 60-25 1.6mm 5 e625 6.05 oxygen free copper braid quickly and completely 
@ 60-2-10 1,52mm 10f 95F6252 10.47 removes solder from circuit boards and components. 
Soder-Wick® No-Clean SD - Size #3, Green Its fast wicking action protects components from 
© 60-35 Omm 5 05F6247 bod harmful heat damage. 
©@ 60-3-10 2.03mm 10} 95F6253 11.10 es ber 
= - poo! 
Soder-Wick® No-Clean SD - Size #4, Bl st 
—E——e Mfg. Part No. Width Length Stock No. 1-9+ 
edule le . a Mes @2-5L 0.8mm 5 93F6336 4.95 
— = : Bee aos © 2251 0.8mm 25 93F6337 23.38 
oe No-Clean SD - — = Brown - — _ © 2100L 0.8mm 700 96B5623 Rice 
— - : : 1.31 5 93F6335 : 
eo cll a aes 13:56 - : 7 on 5 93F9157 = S 
Soder-Wick® No-Clean SD - Size #6, Red - = 
© 60-6-5 5.3mm 5 95F6250 ano 5s | tmm | SOR] 98FG334_ | 32.64 
: : — : : @ 5-100L 1.3mm 100ft 48F2107 61.85 
a Rosin 80 SD - Sze #i. Mite : a e725 + onm 75 O7F7574 BOGd 
© 80-1-10 ean Toft 95F6240 oe @ 7-50L 1.9mm 50ft 96F6876 33.80 
—- : = : © 7-100L 1.9mm 100 48F2108 i 
Soder-Wick® Rosin 80 SD - Size #2, Yellow 85.68 
025 4S 5 95F6235 Bae @ 7-500L 1.9mm 500! 23C9012 246.19 
YS . 25 i) 85R4900 
© 80-2-10 1.5mm 10 95F6241 9.35 = = : . = ms —- aS 
-25L 5mm ¥ 
Soder-Wick® Rosin 80 SD - Size #3, Green a2 
© 80-35 2mm 5 95F6236 6.00 @ 10-50L 2.5mm 50 98F6616 47.06 
© 40-310 ofan 10 95F6242 avon @ 10-100L 2.5mm 1001 93F9160 68.23 
‘i : PIM_7540 
Soder-Wick® Rosin 80 SD - Size #4, Blue ~ 
@ 80-4-5 2.8mm 5 95F6237 6.21 
@ 80-4-10 2.8mm 10ft 95F6243 11.00 
> CONTINUED > 
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SOLDERING EQUIPMENT & SUPPLIES 


DESOLDERING BRAID 


CK 


= 
ep TcHspray 


RoHS _ 
Compliant 
Available 


No-Clean Desoldering Braid 


@ Indicates RoHS Compliant | Find Datasheets Online 


ee LEAD-FREE FLUX DISPENSING €Chemtronics 


RoHS 
PEN vet Gee timpiat 
eee FO DsPENNS = Available 


@ Flux meets ANSI / IPC J-STD-004, Type ROLO 

@ Easily removed with CircuitWorks® Lead-Free 
Flux Remover Pen, or Flux-Off® Lead-Free Flux 
Remover 

@ RoHS Compliant 


Features: 

© Applies a noncorrosive, halide free, no clean flux 
for high temperature, lead-free application 

© Can also be used to for Tin/Lead fluxes 

© Flux meets Bellcore TR-N-NWT-000078 and IPC 


Features: _— @ Unfluxed braid is ideal for use with water-soluble SF-818 for Surface Insulation Resistance 
© Strong capillary action instantly pulls solder flux - 
© Fast, reliable wicking action © All meet or exceed MIL-F-14256, Type R Dispensing Price Each 
@ No-Clean braid is ideal for lead-free applications specifications Mfg. Part No. Method Weight Stock No. 1-9+ 
@ Pro-Wick® braid is ideal for high-volume PCB e@ On antistatic, ESD-safe bobbins for static-sensitive @ cws400 Pen Applicator 9g 29K6229 15.61 
rework environments 
No-Clean desoldering braid is the cleanest no-clean braid in the industry and is approved for lead-free PIM_84879 
processes. Its proprietary flux formula is specially designed to avoid catastrophic and latent PCB failures caused 
by ionic flux residue. Pro Wick® desoldering braid is rosin flux coated for the fastest wicking action. Ideal for 
high-volume PCB production/repair environments. Unfluxed desoldering braid is perfect for use with water- LIQUID FLUX FOR LEAD-FREE SOLDERING L ie! 
soluble flux and in aqueous processes. an 
[Price Each he 
Mfg. Part No. Width Length Stock No. 1+ e ster 
No-Clean Desoldering Braid GONREGTINGINNGVATION® 
1815-10F 1.4mm 3m 96C6372 10.78 RoHS _ 
= Compliant 
1816-5F 1.9mm 1.5m 96C6381 exe Osa 
1816-10F 1.9mm 3m 96C6378 11.02 
@ 1817-5F 2.5mm 5 96C6387 6.61 
No-Clean Desoldering Braid - Anti-Static 
@1821OF eu 5 eoMO7s2 oni 979 series is a VOC-free, no-clean flux formulation for high quality, low-defect soldering of electronic circuit 
@ 1821-10F 1.4mm 10 69K7664 9.58 board assemblies. This flux’s finely tuned activation system offers the best wetting available in VOC-Free liquid 
@ 1822-5F 1.9mm 5 2301275 5.56 flux technology and the shiniest solder joints. 979 series also reduces micro-solderballing on glossy laminates 
and between connector pins. 979 series will not attack properly cured solder masks or FR-4 Epoxy-Glass 
s eile a il EGS 9.81 laminate and leaves no haze or visible residue behind, including the white powdery residue associated with 
@ 1823-5F 2.5mm 5I 68K7293 6.00 use of earlier no-clean formulas. The miniscule amount of non-visible residue that remains after soldering is 
@ 1823-10F 2.5mm 10} 68K7292 10.58 non-conductive, non-corrosive and does not have to be removed. 
Pro-Wick® Desoldering Braid - Anti-Static | Price Each 
@ 1809-10F 1.4mm 101 96C6347 7.98 Mfg. Part No. Volume Stock No. 1-49+ 
@ 1810-5F 1.9mm 5 73K2472 4.51 ®@ 63-0000-0979 igallon(US) 96H7581 82.08 
@ 1810-10F 1.9mm 10 68K7289 8.11 PIM_85763 
@ 1811-5F 2.5mm 5 68K7290 4.97 
@ 1811-10F 2.5mm 10 7208241 8.86 LIQUID FLUXES RoHS Le 
Fi 5 5 A Compliant 
Pro-Wick® Rosin Desoldering Braid ROSIN-BASED FLUXES ayaahie 7 7 js 
1802-10F 1.4mm 3m 96C6321 8.95 1544 series rosin-based fluxes are highly active and ® 
Unfluxed Desoldering Braid - Anti-Static noncorrosive. Ideal for surfaces that are difficulty ester 
to solder. Residue is noncorrosive. Classified as 
@ 1830-10F 0.9mm 10 96C6429 4.15 ROM1 per J-STD-004. CONNECTING INNOVATION” 
@ 1831-10F 1.4mm 10 9606431 1.87 WATER SOLUBLE FLUXES 
© 1832-5F 1.9mm 5 2409586 4.66 2331-ZX series pH neutral organic flux is for automated and drag 
- soldering process. Residue removal is required. Use soft or de-ionized 
PIM_85060 water for flux removal. Classified as ORH1 per J-STD-004. 


CIRCUITWORKS® FLUX-DISPENSING PENS 


Common Features: 
© Chisel-Tip Marker Provides Exact Delivery of sy 
Flux to Surface 
@ Easily removed with appropriate CircuitWorks® er 


Flux Remover Pen ge 


©Chemtronics 


RoHS _ 
Compliant 
Available 


No-Clean Flux Dispensing Pen: 

@ Applies a Patented Noncorrosive, Halide Free, 

Organic No-Clean Flux 

Flux Meets Bellcore TR-N-WT-000078 and IPC 

SF-818 for Surface Insulation Resistance 

Flux Meets ANSI/IPC J-STD-004, Type ROLO 

sin Flux Dispensing Pen: 

Applies a Noncorrosive Type R Flux 

Flux Meets MIL-F-14256 F Type R and ANSI/IPC 
J-STD-004, Type ROLO 

Water Soluble Flux Dispensing Pen: 

@ Applies a neutral pH organic water soluble flux for 


rapid soldering 

@ Flux meets ANSI/IPC J-STD-004, ORH1 
Classification 

@ Easily removed with water 


Pen applies flux with precision and control. 
Dispensing Price Each 
Mfg. Part No. Method Weight Stock No. 1-9+ 

No-Clean Flux Pen 

@ CW8100 Pen Applicator 9g 0021870 10.89 
Rosin Flux Pen 

@ CW8200 Pen Applicator 9g 0021871 13.17 
Water-Soluble Flux Pen 

CW8300 Pen Applicator 9g 85M7995 13.63 

PIM_29685 


2235 series organic flux is a high-activity flux for surface mount 
assemblies. Helps reduce skips on bottom side of surface mount pads. 
Residue removal is required. Use soft or de-ionized water for removal. 
Classified as ORH1 per J-STD-004. 

NO-CLEAN FLUXES 

959 series no-clean flux is designed for the wave soldering of 


conventional and surface mount assemblies. Developed to minimize 
the formation of micro-solderballs during wave soldering operations. 
Spray or foam flux application. Bellcore compliant, flux classified as 
ORLO, per J-STD-004. 
977 series flux is designed for wave soldering of circuit boards, and 
developed to reduce bottom side micro-solderballing and bridging. 
The wetting system is designed to allow for a larger process window 63-0097-2331 
and can survive longer dwell times in turbulent ship waves. Spray flux 
application. Bellcore compliant, flux classified as ORLO, per J-STD-004. 
Dispensing Price Each 
Mfg. Part No. Method Volume Stock No. 1-49+ 
Flux Thinner 
@ 63-0000-0104 Bottle 1gallon(US) 3405670 153.18 
No-Clean Flux 
© 63-0000-0959 Bottle igallon(US) 34€5672 87.48 
RA Rosin-Based Flux 
@ 63-0000-1544 Bottle 1gallon(US) 3405674 103.91 
VOC-Free No-Clean Flux 
®@ 63-0000-0977 Bottle 1gallon(US) 34C5673 96.28 
Water-Soluble Flux 
®@ 63-0097-2331 Bottle 1gallon(US) 0021111 71.58 
PIM_68905 
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FLUX AND LIQUID DISPENSER 
BOTTLES 


RoHS _ ® 
Compliant 
Available 


ot 


FD-2, FD-21 SF-02, SF-01 
These needle flux dispensers have a unique, Pos-A-Loc® no-leak design that offers a convenient way to 
dispense precise amounts of a variety of flux and liquids without dripping, spilling or waste. ESD-safe needle 
flux dispensers meet MIL-STD-2000 (J-STD-001B) requirements. Capacity: 2 fl.oz. 


Dispenser Price Each 
Mfg. Part No. Description Type Volume | Stock No. 1+ 
@FD-2 Need Flux Dispenser for Rosin Flux | Needle Bottle | 2fl.oz(US) | 98H2694 5.28 
@FD-21 Needle Flux Dispenser for No-Clean/ | Needle Bottle | 2fl.oz(US) | 98H2695 5.28 
Water Soluble Flux 
@ SF-01 Needle Flux Dispenser for No-Clean/ | Needle Bottle | 2fl.oz(US) | 98H2888 12.54 
Water Soluble Flux - ESD-Safe 
@ SF-02 Needle Flux Dispenser for Rosin Flux - | Needle Bottle | 2fl.oz(US) | 98H2889 12.54 
ESD-Safe 
PIM_79292 
CHEMASK® SOLDER MASKING GBirr : ina 
Compliant 
AGENTS croix €Chemtronics 
CM8 CHV8 CWF8 
Features: © Nonflammable 


® Plastic safe © Ozone safe 


Chemask® solder masking agents protect PC boards, plated thru-holes, contacts, pins, posts, terminals and 
gold fingers during wave soldering. They provide short-term high-temperature protection from molten solder 
to 515°F/268°C. All Chemask® masks are nonflammable, non-contaminating and will not leave ionic or 
corrosive residue. Available in convenient squeeze bottles for precision application or in gallons for automated 
applications. 
Mfg. part nos. CM8 and CM1 Chemask® peelable temporary masking agent is fast-curing and dries tack-free 
in 30 minutes. Easy-to-use, just peel off when dry. Latex material is compatible with flux systems and stable 
with cleaning solvents. 
Mfg. part no. CHV8 Chemask® HV High Viscosity peelable temporary masking agent is useable within five 
minutes of application with preheat cycle. Thicker coating does not steep through thru-holes and offers more 


controlled application. Latex material is compatible with flux systems and stable with cleaning solvents. 
Dispensing Coating Price Each 
Mfg. Part No. Method Volume Color Stock No. 1+ 
@ CMs Bottle 8fl.oz(US) Pink 0021101 30.53 
@cM1 Can 1gallon(US) Pink 88F5767 164.22 
High Viscosity 
@ CHV8 Bottle 8fl.oz(US) Pink 0021998 26.06 
PIM_47975 
WONDERMASK TEMPORARY SOLDER sS%iois,, <i 
MASKS Foes ep TcHspray 
2204-8SQ 2205-8SQ 2211-8SQ 


© Mfg. part no. 2204-8SQ Wondermask® WSOL 
water-soluble, lead-free compatible, dissolves 
quickly © Mfg. part no. 2211-8SQ Wondermask® P peela- 

© Mfg. part no. 2205-8SQ Wondermask® W wa- ble, quick-drying, noncorrosive, nonammoniated 


Wondermask® temporary solder mask is applied over PCB thru-holes and pads to prevent soldering the 
protected areas. Mfg. part nos. 2204-8SQ and 220-8SQ5 water-soluble masks can be washed off either by 
hand or in an aqueous bath or inline system. Mfg. part no. 2204-8SQ water soluable mask is designed for 
closed-loop systems and will not clog ion filter beds. Mfg. part no. 2211-8SQ_peelable mask can be peeled off 
after the soldering process is complete. Larger sizes available; go online or call. 


ter-washable, water-soluble, lead-free compatible, 
dissolves quickly 
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SOLDERING EQUIPMENT & SUPPLIES 
FLUX 


WONDERMASK TEMPORARY SOLDER MASKS (CONT.) 


Dispensing Coating Price Each 

Mfg. Part No. Method Volume Weight Color Stock No. ike 
Peelable Solder Mask 
© 2211-85Q Bottle 8fl.0z(US) Boz Pink | _96C6530 18.75 
Peelable Solder Mask - Fast-Dry 

2222-G Jar 1gallon(US) Ags White 85W2098 233.33 
Water-Soluble Solder Mask 
@ 2204-8SQ Tube 8fl.oz(US) = Red | 06H2870 26.73 
Water-Washable Solder Mask 
@ 2205-8SQ Tube 8fl.oz(US) 80z Blue 96C6528 21.95 
PIM_73838 
TIP-TIN TIP TINNER/CLEANER 


RoHS _ 
Compliant 
Available 


Lead-free tip tinner/cleaner provides improved cleaning and retinning of highly oxidized soldering iron tips. This 
thermally-stable compound is residue-free and ESD and environmentally safe. 


Price Each 
Mfg. Part No. Stock No. 1+ 
@ 17-95 98H3029 12.04 
PIM_79330 
SOLDER TIP COILS 


TENMA 


Replacement brass coil for mfg. part no. 21-4355 helps 
clean tips quickly without reducing tip temperature. Mfg. 
part no. 21-11455 provides a water-free solution to 
cleaning soldering iron tips. Improves efficiency by cleaning 
tips without reducing tip temperature. 


Price Each 
Mfg. Part No. Description Stock No. _ 
21-11455 Covered Tip Cleaner 9379672 5.80 
21-10550 Replacement Brass Coil 5672222 3.99 
PIM_211532 


KLEEN-TIP™ SPONGE AND TRAY 


Weller’ 


Mfg. part no. 400 sponge and tray used to clean soldering tips. Phenolic tray fastens to bench. Order mfg. part 
no. 455 replacement sponge separately below. 


Price Each 
Mfg. Part No. Stock No. i+ 
455 33F684 4.60 
400 33F683 18.10 
PIM_5744 
SOLDER TIP SPONGES 


Weller’ 


TC205 


TC205 is a replacement sponge for iron stands, no holes. 
EC305 is a replacement sponge for iron stands, with holes. 
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SOLDERING ACCESSORIES 


SOLDER TIP SPONGES (CONT.) DESOLDERING PUMPS AND ACCESSORIES (CONT.) 


Suitable for use with Weller PH50, PH1201ESD, PH1201FE, PH1301ESD & PH1503 Weller stands. Price Each 
Price Each Mfg. Part No. Stock No. 1+ 
Mfg. Part No. Description Stock No. | 1+ Desolder Pump, ESD-Safe, 0.12” Tip 
EC305 Replacement Sponge for PH Series Iron Stands (Holes) 66F9479 4.30 7881 90F5882 = 
TC205 Replacement Sponge for PH Series Iron Stands (No Holes) 34F1030 1.70 Price Each 
rice Eac! 
PIM_19431 Mfg. Part No. Description Stock No. 1+ 
7875B Replacement Tip for 7874B 32F1009 7.10 
DESOLDERING PUMPS 7883 Replacement Tip for 7881 90F5884 = 
e External diameter: 0.78” D URATOOL PIM_5911 


@ Length:7.64” _—_ 
© Tip hole diameter: 0.13” as 
VACUUM PICK-UP PEN Weller’ 


$D01154 
Outer Price Each 
Mfg. Part No. Dia. Length Stock No. 1-9+ 
$D01154 0.13” 7.64" 01N3629 7.61 


PIM_116757 


SOLDER SUCKER DURATOOL 
, | 


Easy to operate. Cleans solder instantly. Made of aluminum and plated with a special metal. Tip is replaceable. 


Designed for handling SMT components. Light and easy to use. Durable steel case with pocket clip. 


Outer | Price Each_ Price Each 
Mfg. Part No. Dia. Length Stock No. 1-9+ Mfg. Part No. Stock No. 4+ 
@ 4005 6.95mm 24.5mm 84N1045 a WLSK200 9280440 80.00 
PIM_32971 PIM_48785 
DP SERIES DESOLDERING PUMPS ESD-SAFE CIRCUIT BOARD HOLDERS ° 
OK Industries e er 


Div. of Jonard Industries 


RoHS _ 
Compliant 
Available 


ESF-120ESD WBH2 
Mfg. part no. ESF120ESD circuit board holding vise is antistatic/ESD-safe making it ideal for soldering, 
desoldering and reworking. Boards and components are held in place by a cushioned arm. Allows 360° rotation 


in 15° increments. Adjusts for holding circuit boards up to 6-1/4” x 9-1/8” (160 x 235mm). 


DPT 100, DPT-200; DP-100 'DP-200 IDP-140 Mfg. part no. WBH2 circuit board holder is an open-frame, anti-static/ESD-safe design made to work with all of 


© Durable, Corrosion-Resistant Plastic Construction © Fitted With Teflon® Tip 


ae Wellers pre-heaters, including mfg. part no. WHP1000 (order seperately). Lightweight yet stable, its portable 
© Precision Metal Plunger to easily adapt to any application. Ideal for R&D prototyping, production, or component rework. Holds circuit 
Made to exacting specifications and provides precise repeatable operation. boards up to 10.24” (260mm) wide x unlimited length. Fitted with a stop pin so x-y positioning can be repeated. 
Price Each Spring loaded arm simplifies board placement and removal. 
Mfg. Part No. Length Stock No. 1+ Price Each 
Compact Desoldering Pump Mfg. Part No. Stock No. 1+ 
@ DP-140 8" 90B0556 12.95 Circuit Board Holder 
High-Vacuum Desoldering Pump WBH2 51R5764 535.00 
@ DP-100 13” 16F043 22.95 PIM_19430 
High-Vacuum Desoldering Pump, ESD-Safe 
© DP-200 13" 16F044 29.95 Bench 
Replacement Tip for DP-100/140 ine ia Price Each 
@ DPT-100 7 pons 2.95 Mfg. Part No. Width Opening Stock No. 1+ 
Replacement Tip for DP-200 ESF 120 ESD 160mm 235mm 66F7803 79.00 
@ DPT-200 ne 16F046 4.95 PIM_5513054 
PIM_5970 


DESOLDERING PUMPS AND ACCESSORIES Weller’ Desuete inne e naeners ae tee™ MASTER 


APPLIANCE 


Pumps remove solder manually. Lightweight, easy to operate. 


Price Each 
Mfg. Part No. Stock No. 1+ 
Desolder Pump, 0.07” Tip, Anti-Static . 
78748 87F682 34.10 / 7 
Desolder Pump, 0.12” Tip a . 
7880 90F5881 = 
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HEAT GUNS 


MASTER® AND VARITEMP® HEAT GUNS/ KITS (CONT.) 


AND md 


51309 A-160-HG A-170-HG 


Production line quality heat guns for high volume heat. Average air velocity: 3000FPM. Feature double-jacketed 
heater housing to protect mica-insulated ceramic heat element, and die-cast aluminum housing to protect motor 
assembly. Adjustable air intake and non-slip stand. Heavy-duty, oil-resistant 3-wire cordset with molded-on 
grounded 3-prong plug. 120V models are UL listed. 

Mfg. part no. HG-201A and HG-301A are CSA certified. 8L x 5.25W x 9.5"H (203.20 x 133.35 x 241.30). 3-1/2 
Ibs. Order additional heat elements and optional attachments separately below. 

MASTER® HEAT GUN KITS - 120V - Kits include heat gun, A-160-HG shrink attachment, 51543 spreader 
attachment, 51544 reducer attachment and 51013 storage case. For heat gun specifications please see parts 
table for Master® Heat Guns - e.g. HG-301A for gun alone, HG-301AK for kit. 

VARITEMP® HEAT GUNS - The Varitemp® mfg. part no. VT-750C allows you to dial temperature from ambient 
to 1000°F- locks in place for continuous production use. 120V. Reinforced ceramic heat element has double- 
jacket housing for protection. Die-cast aluminum housing protects motor assembly. 3-wire, oil-resistant cordset. 


Mfg. part no. VT-750CK heat gun ki 
attachment & 51544 reducer attachment 
Mfg. part no. VTS-750 deluxe heat gun i 


includes heat gun, A-160-HG shrink attachment, 51543 spreader 
and 51013 storage case. 
includes pivoting handle and slide grip with removable stand. UL listed. 


Supply Price Each 
Heat Input Voltage 
Mfg. Part No. Temp. Power VAC Stock No. 1+ 
Master® Heat Gun - 120V 
HG-201A 150°C 600W 120V 37F1442 = 
HG-301A 260°C 1.44kW 120V 37F1437 = 
HG-501A 400°C 1.68kW 120V 37F415 -— 
HG-751B 540°C 1.74kW 120V 37F422 = 
Varitemp® Heat Gun 
VT-750C 540°C 1.74kW 120V 87F2611 = 
VTS-750 540°C 1.74kW 120V 59M8864 = 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
HAS-042K Heating Element - HG201A Heat Gun 37F1767 ae 
HAS-041K Heating Element - HG301A Heat Gun 37F1769 a 
HAS-011K Heating Element - HG501A Heat Gun 37F1772 me 
HAS-043K Heating Element - HG751B Heat Gun 37F1774 a 
A-160-HG Attachment - Baffle for Tubing to 0.75” (19.05) 0.D. 37F425 dira2al 
A-170-HG | Attachment - Baffle for Tubing to 0.75” (19.05) to 2” (50.8) 0.D. | 37F426 Aiea 
51309 Attachment - 0.25” (5.08) Pinpoint Heat Attachment 37F427 16.39 
PIM_5724 
Heat Gun Kits 
Price Each 
Mfg. Part No. Description Contents Stock No. the 
HG-301AK | Master® Heat Gun Kit - 120V | Attachment: A-160-HG — Shrink, | 66K7454 aa 
51543 Spreader & 51544 Reducer 
& 51013 Storage Case 
HG-501AK | Master® Heat Gun Kit - 120V | Attachment: A-160-HG — Shrink, | 58K3448 — 
51543 Spreader & 51544 Reducer 
& 51013 Storage Case 
HG-751BK | Master® Heat Gun Kit - 120V | Attachment: A-160-HG = Shrink, | 66K7455 _ 
51543 Spreader & 51544 Reducer 
& 51013 Storage Case 
VT-750CK Varitemp® Heat Gun Kit Three Attachment and Case 83K1752 — 
PIM_5513202 
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PROHEAT HEAT GUNS AND KIT 


MASTER 


APPLIANCE 


(OR 


PH-1000 


PH-1100 PH-1100K 


Features: 
® Compact, lightweight, easy-to-use 
@ Balanced ergonomic design prevents operator 


@ Protective hand/switch guard and hanging loop 
© Mfg. part no. PH-1000 features Momentary 
Contact Safety Switch — shuts off if not held 


fatigue @ High impact durable housing 
© Two heat settings 500°F or 1000°F (260°C or @ cULus listed 
540°C) 


Professional-quality, Proheat® industrial heat guns are ideally suited to activate adhesives, bend plastics, dry 
filler material, shrink tubing and much more. Air velocity: 4000 FPM/1219m/min. Air volume:16 CFM/453 l/min. 
Rated: 120V, 60 Hz, 11A, 1300W. Nozzle opening: 0.88” |.D., 1.31” O.D. Size: 8.2” L x 3.0” W x 7.3” H. Includes 
6 ft., 3-wire grounded cordset. 


Mfg. part no. PH-1100K Proheat® dual-temperature heat gun kit includes heat gun, 3-1/2" spreader 
attachment, 1-3/8” heat-shrink attachment, and durable storage/carrying case. Order from a broad range of 
specialty attachments for mfg. part nos. PH-1100 and PH-1000 heat guns separately 
Supply Price Each 
Heat Input Voltage 
Mfg. Part No. Temp. Power VAC Stock No. 1+ 
Proheat® Dual Temperature Heat Gun 
PH-1100 540°C 1.3kW 120V 93F7822 ae 
Proheat® Momentary Contact Heat Gun 
PH-1000 540°C 1.3kW 120V 35R0003 141.55 
PIM_5625 
Heat Gun Kits 
Price Each 
Mfg. Part No. Description Contents Stock No. 1+ 
PH-1100K | Proheat® Dual Contact Heat Gun Kit] Heat Gun, Attachments | 24K3796 160.20 
(35016, 35017) and Storage 
Case 
PIM_5513204 
VARITEMP® HEAT GUNS 


APPLIANCE 


4 of 


PH-1200-1 
PH-1200 PH-1200K = 
= => 
= = 
= = 
SS S 
wey J ba | al 
35293 35294 


Features: 
© Compact, lightweight, easy to use 
© Variable temperature 130°F to 840°F (54°C to 


Specifications: 
© Voltage: 120V, 6OHz, 11A 
© Output: 1300W max. 


449°C) © Temperature (Variable): 130°F-840°F 
© Special electronic closed loop temperature control (49°C-449°C) 
system © Airflow Volume (Variable): 145CFM 
@ Maintains constant temperature © Nozzle Opening: 0.87” Diameter 
© Protects unit from overheating when using © Cordset: 6’, 3-wire grounded 
specialty attachments @ Dimensions (L x W x H): 8.2 x 3.0 x 7.3” 
@ Patented heat controls and housing design © Net Weight: 26 oz. (737g) 
@ Base provides built-in stand for hands-free use @ Motor: Permanent magnet 
Mfg. part no. PH-1200K Varitemp® heat gun kit includes heat gun, attachments and storage case. Order 
replacement attachments separately below. 
Price Each 
Mfg. Part No. Stock No. 1+ 
5/16” Reducer 
35294 37K5963 15.80 
9/16” Reducer 
35293 24K0649 15.80 
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VARITEMP® HEAT GUNS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


ELECTRONIC HEAT GUNS (CONT.) 


Price Each 
Mfg. Part No. Stock No. 1+ 
Shrink Attachment 
35017 93F7824 16.59 
A 34261 
Specialty Connector 
35292 7357304 15.80 
PIM_5725 
Heat Gun Kits 34885 
Price Each STEINEL new generation of heat guns use state of the art technology to maximize precision and durability. All 
oo [StIGe Achy feature impact resistant housing, double insulated rubber power cord, exclusive Duratherm™ heating element 
Mfg. Part No. | Description Contents Stock No. 1+ for long life and accept a full range of reduction, welding or reflector nozzles and accessories. 
PH-1200K | Heat Gun Kit | Heat Gun, Attachments (35309) and Storage Case | 24K3797 = ELECTRONIC HEAT GUN - Ergonomic, electronically controlled heat gun. 
pi iae INTELLITEMP™ AND VARIABLE TEMPERATURE ELECTRONIC HEAT GUNS - Microprocessor controlled 
= enabling temperature selection of 10°F increments. Gets hot fast, cools fast and lasts a long time. LOC 
Lockable Override Control™ of temperature and airflow output settings, non-slip soft stand. LCD display 
enables temperature selection of 10°F increments. LOC enables users to control the temperature without 
Heat Guns i P 
others changing desired heat range, quality and assurance. 
Supply Price Each ESD-SAFE PROGRAMMABLE INTELLITEMP™ HEAT GUN - LOC Lockable Override Control™ of 
Heat Input Voltage 4 temperature and airflow output settings, non-slip soft stand. LCD display enables temperature selection 10°F 
Mfg. Part No. Temp. Power VAC Stock No. 1+ increments. 
Heat Gun Price Each 
PH-1200 540°C 1.3kW 120V 93F7823 201.40 Mfg. Part No. Style Stock No. 1+ 
Heat Shrink System 14mm (5/8”) Reduction Nozzle 
PH1200-1 540°C 1.3kW 120V 50B4987 210.60 07071 Reducer 659284 15.20 
PIM_5513206 14mm (9/16”) Reflector Nozzle 
07461 Reflector 08H0135 18.03 
DUAL TEMPERATURE HEAT GUN ANDKIT [5 URATOO 20mm (3/4”) Reduction Nozzle 
@ Votage and frequency: 120V~60Hz 07081 Reducer 65/9287 = 
© Rated power I/II: 750W/1500W RoHS 39mm (1-1/2”) Reflector Nozzle 
© Temperature I/II: 300°C/500°C penance Gee eimpiat 
© Air flow I/:280/480 W/min. Available una : Reflect PABSS0S ese 
© Soft grip handle 9mm (3/8”) Reduction Nozzle 
© Housing: UL approval 07062 Reducer 08H0137 15.20 
Heat guns feature double insulated housing, rocker switch 9mm (3/8”) Reflector Nozzle 
and 1.8m SJT 16AWG cable. Element construction is 
reinforced mica composite without ceramic. Life 100 hrs. 97061 Reflector OSHOISS 18.89 
Mfg. part no. MC35843 kit includes 1 ea. hot air gun, Price Each 
concentrated scoop, fish tail nozzle and carrying case. Mig, Part No. Bekitiption iach ca 
irice|Eachy 01440 Heat Gun Stand 96m0514 = 
Mfg. Part No. Style Stock No. 1-94 PIM_191942 
MC35844 Reflector 91R2107 as 
MC35845 Spreader 91R2108 as 
Heat Guns 
PIM_190796 
Supply Price Each 
Heat Voltage 
Heat Guns Mfg. Part No. Temp. VAC Stock No. 1+ 
Supply Price Each Electronic Heat Gun 
Heat Input Voltage @ 34261 1100°F 120V 86R9721 eae 
Mig. Part No. Temp. Power VAC Stock No. 1-9+ @ 34830 1100°F 120V 33P6177 wah 
Hot Air Gun = HG2510 ESD-Safe Programmable Intellitemp™ Heat Gun 
© mc36842 ame 15H 120V SUR2108 peti 34890 1200°F 120V 86R9749 = 
PIM_6513209 Intellitemp™/Variable Temperature Electronic Heat Gun 
34850 1150°F 120V 86R9738 = 
Heat Gun Kits Intellitemp™/Variable Temperature Electronic Heat Gun - LOC™ 
Price per 34870 1200°F 120V 88K0941 ner 
Kit PIM_5513196 
Mfg. Part No. | Description Contents Stock No. 1-9+ 
@ MC35843_ | Hot Air Gun Kit | Hot Air Gun, Concentrated Scoop, Fishtail Nozzle | 91R2106 4 
e pus HEAT GUN KITS RoHS fe) n 
PIM_5513208 Compliant SUE NEL 
Available U 
German Quality 
ELECTRONIC HEAT GUNS 


an O, i 
Senin @) u Sie | IN [s [ 


German Quality 


34830 34850 34870 
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HEAT GUNS 


HEAT GUN KITS (CONT.) 
CLASSIC HEAT GUN - Kit includes: HL 1910 E variable temperature heat gun with electronic thermocouple Mfg. part no. 34820: 

adjustable temperature wheel, 14mm and 39mm reflector nozzles, 9mm reduction nozzle, overhead hanger, © Temperature: 120°F/750°F/1100°F 

carrying case and application hand book. Air flow: 3.6/ 10.0 /15.9CFM 

PLASTIC WELDING KIT - Kit includes: HL 2010 E programmable Intellitemp™ heat gun with LCD temperature Switch: 120°F/3.6 CFM 

display, 39mm reflector nozzle, 9mm reducer nozzle, 20mm lap welding tip, welding rod tip, ABS, PP, PVC, 750°F/ 10.0 CFM 

LDPE, HDPE plastic welding rods, applications guide book all provided in heavy-duty carry case. 1100°F/15.9 CFM 

MULTI-PURPOSE KIT - Kit includes: HL 2010 E programmable Intellitemp™ heat gun with LCD temperature Element: DuraTherm™ Ceramic 

display, welding rod assortment: ABS, PP, PVC, LDPE, HDPE, 9mm reducer nozzle, welding tip, 9mm & 39mm Voltage: 120VAC/60Hz 

reflector nozzles, overhead security hanger, applications guide book all provided in heavy-duty carry case. @ Wt. 28 oz. 

SILVER ANNIVERSARY HEAT GUN KIT - Kit includes: HL 2010 E programmable IntelliTemp™ heat gun with Multi-purpose heat gun with cool air stage and choice of 2 
LCD temperature display, welding rod and shrink tube assortments, 75mm spreader nozzle, 14mm & 39mm temperature settings for convenient hand-held or benchwork, 


THREE STAGE PROFESSIONAL HEAT GUN 


STERNEL 


German Quality 


?) RoHS — 
Compliant 
Available 


reflector nozzles, 9mm reducer nozzle, welding tip all in silver carry case. Exclusive DuraTherm™ heating element ensures long life and 
AUTOMOTIVE KIT - Kit includes: HG 2310 LCD programmable Intellitemp™ heat gun with LCD temperature even heat. 
display, accessories incl. welding iron, 9mm & 20mm reducer nozzles, 2pcs. wire mesh, 16pcs thermoflex™ 
welding rod, temperature guard, DVD, applications guide book and heavy-duty carrying case for repairing Supply Price Each 
plastics, windshields, seats and other body shop work. Heat Voltage 
ELECTRONICS KIT - Kit includes: HG 2310 LCD programmable IntelliTemp™ heat gun, accessories incl. 9mm, Mfg. Part No. Temp. VAC Stock No. ihe 
14mm & 39mm reflector nozzles, 9mm reduction nozzle, overhead security hanger, applications guidebook all 34820 4100°F 120V 86R9732 = 
provided in a handy carry case for applying heat shrink tubing, connectors, and de-soldering circuit boards. aiaioiale 
Price Each = 
Mfg. Part No. Description Contents Stock No. 1+ 
34874 | Auto-Body Welding Kit w/ HG 2310 |HG2310 Heat Gun, Case, | 07P8748 = ULTRAHEAT HEAT GUNS AND KITS Wiktralie AG | 
Pea en ce UltraHEAT™ are designed to to combine ’ RoHS 
Wh Mech sin Rade , high performance with exceptional value. Comptant 
re Mest WHEN INOS. All provide double insulated power cord 
34838 Classic Heat Gun Kit w/ HL 1910 E |HL1910E Variable Temp, | 86R9737 = for safe operation. General purpose (%),, 
Reduction Nozzles, Overhead UltraHEAT™ heat guns feature reinforced 
Hanger, Carrying Case, heating elements and impact resistant 
Application Hand Book housings to ensure durability. 
34875 Electronics Kit w/ HG 2310 LCD _|HG2310 LCD, Heavy Duty] 86R9745 a UltraHEAT™ Heat Blower - UltraHEAT™ 
Case, Guide Book, 9mm, heat blower quick heat-up, cool air stage for 
14mm, 39mm __ Reflector rapid cool down and ultra quiet operation. 
Nozzle, Security Hanger Rugged yet lightweight construction with 
© 34856 Multi-Purpose Kitw/HL 2010 |HL2010E Heat Gun, Case,| 86R9743 = Cae 
Security Hanger, Welding ctae \ Ce i Changeable: «Plug:in 
Tip, Welding Rod, Reflector eating element, 
Nozzle Dual Temperature Heat Gun - General 
- ——— purpose heat gun with 2 output settings. 
@ 34854 Plastic Welding Kit w/ HL 2010 E |HL2010E Heat Gun, Case,) 86R9741 = Variable Temperature Heat Gun - 
Welding Rod Tip, Lap Welding Variable temperature and cool air stage for 
Tip, Welding Rod, Reflector, maximum versatility. Ergonomic design and soft grip handle for comfortable operation. 
Reducer Nozzle Variable Temperature Heat Gun Kit - Kit includes: 34103 heat gun, 3” spreader, 1-1/2” reflector, heavy-duty 
@ 34859 Silver Anniversary Kit w/ HL 2010 E}HL2010E Intellifemp Heat) 8471834 = carry case. 
Gun, Nozzles, Welding Tip, 5 
Assortments, Pocket Guide Heat eu [Price Each 
andisiver ease Mfg. Part No. Temp. VAC Stock No. 1+ 
PIM_191943 Dual Temperature Heat Gun 
34100 950°F 120V 86R9716 49.85 
Accessories UltraHEAT™ Heat Blower 
Price Each 34075 1000°F 120V 86R9715 = 
Mfg. Part No. Description Stock No. 1+ Variable Temperature Heat Gun 
07403 Wire Protection Tube for Heat Guns 86R9673 a @ 34103 1050°C 120V 10R1446 = 
PIM_5513197 PIM_191947 
PRECISION HOT AIR TOOL fe) « —_ Heat Gun Kits 
Features: ; SET (N] E le Price Each 
, Lae iar a nozzle), 930°F (with 7mm reducer incl.) German Quality Mfg. Part No. Description Contents Stock No. 1+ 
e 23. : 
e Output: AOOW @ 34104 Variable Temperature Heat Gun Kit} SV803 Heat Gun, Carrying) 86R9719 — 
© Voltage: 120VC/60Hz Case, Reflector Nozzle, 
© Wt. 660g. Spreader Nozzle 
@ Power cord: industrial grade rubber, length 6 ft. PIM_5513199 
© Dimensions: 9 1/2 x 2 1/2 x7” 


34735 - The HG 350 ES is an ESD-safe, 
ergonomically optimized precision hot air tool 
features innovative LED light to illuminate work area 
and targeted 3.5 CFM air flow ensures an accurate 
result. LED serves as a convenient “on” indicator 
and safety resets help prevent surface contact with 
hot nozzle. Built-in security hanger for overhead 
suspension. 


RoHS _ 
Compliant 
Available 


STANDARD-DUTY 1000W HEAT GUN @ 


Weller’ 


34735 
Supply Price Each 
Heat Voltage 
Mfg. Part No. Temp. VAC Stock No. 4+ 1080 
HG350 ESD-Safe Hot Air Tool 
34735 930°F 120V 86R9722 = 
ers © Dual Te it pee (1000W) and 790°F © 3-Wire Grounded Plug With 6’ Cord 
ar =e jual Temperature: an -Wire Grounded Plug Wi or 
Mfg. Part No. Description Stock No. 1+ (400W) © 3-Way Switch (High-Off-Low) 
07403 Wire Protection Tube for Heat Guns 86R9673 — © Ideal For Most Applications @ ULListed 
07730 7mm (‘4") Reducer 86R9689 aa © Lightweight, Only 22 Ounces! 
PIM_191945 Supply Price Each 
Heat Input Voltage ea 
Mfg. Part No. Temp. Power VAC Stock No. 1+ 
1095 1200°F 1kW 120V 87F3433 = 
Price Each 
Mfg. Part No. Description Stock No. ‘the 
@ 1080 Reducer for Concentrating Heat 87F1629 10.60 
@ 1082 Reflector for Heat Shrink 87F1631 = 
PIM_5889 
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ESD-SAFE LIGHTWEIGHT 250W HEAT ots ° 
GUN @) Beet Weller 


Your 


7 = DEVELOPMENT 
“ i =r ~ DISTRIBUTOR 
6956 6957 ‘ oe ‘ 
@ Long-Life Heater and Fan Components @ 3-Wire Grounded Plug With 6’ Power Cord 
@ Approx. 750°F to 800°F Hot Air at Nozzle @ Weighs Only 13 ounces! 


@ 3-Position Switch (Hot-Off-Cool) 

Mfg. part no. 6966C heat gun is designed for assembly and repair applications in production plants, labs 
and service shops. Ideal for shrink tubing and vinyl/T.F.E., epoxy curing, drying and cooling. Heat gun comes 
complete with the following 4 attachments: mfg. part no. 6956 1/2” reflector, mfg. part no. 6957 1-1/2” 


reflector, mfg. part no. 6958 reducing baffle and mfg. part no. 6964 0.20” precision reflector. UL listed. Order 
replacement attachments and mfg. part no. 6965A heat gun wire stand separately below. 
Heat Input Price Each 
Mfg. Part No. Temp. Power Stock No. 1+ 
6966C 800°F 250W 35F3074 191.00 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
6965A Heat Gun Wire Stand 35F3075 35.70 
@ 6964 0.2” Precision Reflector 87F1632 18.80 
@ 6956 ‘/’ Reflector 87F1633 3.80 
@ 6957 174" Reflector 87F1634 5.00 
@ 6958 Reducing Baffle 87F1635 7.20 


PIM_5890 


MAGNA-LITE BUTANE-POWERED TABLETOP TORCH 
Fast, reliable Piezo electronic ignition system 

Wind-resistant 2400°F flame 

Adjustable flame length and level of heat output 

Up to 60 minutes continuous use 

Built-in stands holds torch upright for tabletop use 

Flame lock-on allows hands-free operation 

Ergonomic textured rubber grip for comfortable control 

Powerful, compact and portable Magna-Lite™ butane-powered tabletop torch 
is perfectly suited for heat-shrink tubing, fusing rope ends, frozen or rusted 
locks, nuts and bolts, soldering and brazing, heating and bending thin metal, 
and many other uses around the home, shop, boat or campsite. Refillable in 
just 20 seconds using premium butane fuel; ordered separately below. Child- 
resistant safety trigger lock meets Consumer Products Safety Commission 


Z EDUCATION 
& MAKERS 


(CPSC) guidelines. idiaee 
Price Each 
Mfg. Part No. Stock No. 1+ 
Magna-Lite™ Butane-Powered Tabletop Torch 
ML200 10M6684 35.08 
PIM_89373 
Gases 
EGE Z PROTOTYPE 
Dispensing ncelEa) 
Mfg. Part No. Method Volume Weight Stock No. i+ & TEST 
Premium Butane Fuel 
WB2 Cylinder tfl.oz(US) toz 10B398 ae 
WB1 Cylinder 2.1fl.0z(US) 20z 0021606 — 
PIM_5511260 


e-= Vendor Approved Modification 
* = a4 
ae = Panel Meters and Switches designed to your specs 
<< = Choose your own colors, text, and logo 
ISO certified lab with a Certificate of Conformance included with your order 


avery stage 


k.com Call 800 859 1257 


PIM_5624798 
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ROBOX 3D PRINTER AND ACCESSORIES 


© Wide variety of print feedstock in a range of 
colours, materials and finishes 

© Couple to a single sheet metal part, reducing the 
need for factory calibration 

The Robox uses Fused Filament Fabrication (FFF) which works in a similar way to a hot-melt glue gun - using 

plastic filament instead of glue sticks and a digitally controlled head to lay down material layer on layer to make 

3 dimensional parts. Using the Automaker software included, it translates your design into a language that 

Robox can understand. It does this by slicing the 3D model into layers, and then sending this information to the 

printer ready for production. 


@ Fast and easy to use 
@ Materials are produced to industry quality stand- 
ards ensuring high quality 3D models 


Layer Price Each 
Thickness Input 

Mfg. Part No. / Resolution Voltage Stock No. 1+ 
ABS, HIPS, PLA, PVA 
@ RBX01-BU 0.198mm 250V 82X7299 = 

Price Each 
Mfg. Part No. Description Stock No. [4-1-4 

@ RBX-ABS-PP156 Amethyst Purple ABS 82X7282 32.19 
@ RBX-PLA-PP157 Amethyst Purple PLA 82X7293 34.09 
@ RBX-ABS-BKO091 Black As Night ABS 82X7277 = 
@ RBX-PLA-BK001 Black As Night PLA 82X7287 29.40 
@ RBX-ABS-GR499 Chroma Green ABS 82X7280 J 
@ RBX-PLA-GR497 Chroma Green PLA 82X7291 = 
@ RBX-ABS-BL824 Cornflower Blue ABS 82X7278 = 
@ RBX-PLA-BL823 Cornflower Blue PLA 82X7289 39.85 
@ RBX-PLA-FS391 Designer Grey PLA 82X7290 = 
@ RBX-ABS-RD537 Dynamite Red ABS 82X7284 a 
@ RBX-PLA-RD536 Dynamite Red PLA 82X7295 37.42 
@ RBX-ABS-OR023 Highway Orange ABS 82X7281 = 
@ RBX-ABS-RD535 Hot Pink ABS 82X7283 31.68 
@ RBX-PLA-RD534 Hot Pink PLA 82X7294 36.82 
@ RBX-ABS-YL504 Mellow Yellow ABS 82X7286 ees 
@ RBX-PLA-YL503 Mellow Yellow PLA 82X7298 = 
@ RBX-PLA-WH001 Polar White PLA 82X7297 41.98 
PIM_5465319 
TONGUE AND GROOVE PLIERS 


R212CV 


R200SET2 2-Pc. Pliers Set 


R200SETS 3-Pc. Pliers Set 


Features: action with no slip 
@ Multiple positions for more flexibility and more @ Self-locking jaw adjustment 
grip comfort @ Non-slip cushion grips for added comfort and 


control 
2 & 3-Pc Sets - Contents: 
@ R200SET2: 2-Pcs 7” & 10” Tongue & Groove 
@ R200SET3: 3-Pcs 7”, 10” & 12” Tongue & Groove 


@ Patented angled tooth pattern for better grip 

@ Extra wide, straight or V-jaw openings 

@ Finest-quality tool steel and induction hardening, 
maximizes durability 

© Precision machining provides smooth, positive joint 

Tongue and groove pliers are designed to grip all shapes, such as rods, pipes and cable connections. Features 

precision-milled ribs for smooth, positive interlock between two halves — no chance of halves separating or 

jumping out of grooves. Plier sets also available; order separately below. 


TOOLS & ACCESSORIES 


3D PRINTERS 
Sets (CONT.) 
Price Each 
Mfg. Part No. Description Stock No. (rected 
R200SET2 2-Pc. Plier Set 7255629 = 
PIM_5513258 
Tool 
Price Each 
Mfg. Part No. Description Stock No. (tes 
R200SET3 3-Pc. Plier Set 7255630 9.55 
PIM_5513259 
PLIER SETS 


22-9750 


TL10332 


7L10331 


D00642 - 3-Pc VDE Plier Set - Chrome vanadium steel, 2-colour handle with slip guard, individually tested to 
10,000V. Contents: 160mm diagonal pliers, 180mm combination pliers, 200mm long nose pliers. 


TL10332 - 3-Pc Full-Size Plier Set - Bi-material cushion grip handles, drop forged heat-treated steel, fully 
polished heads. Contents: 7” diagonal pliers, 8” combination pliers, 8” long nose pliers. 

22-9750 - 5-Pc Full-Size Plier Set - Drop forged carbon steel, hardened and tempered for outstanding durability. 
Precision machined jaws for rigid use, ergonomically designed double injected handles for better grip and 
reduced user fatigue. Contents: 7” diagonal cutting pliers, 7” combination pliers, 8” long-nose pliers, 8” slip-joint 
pliers, 10” water pump pliers 

TL10331 - 5-Pc Mini Plier Set - Soft finish and ergonomic handles for a comfortable grip, supplied in a zippered 


carry case. Contents: 4” round nose pliers, 4” top cutter pliers, 5” flat note pliers, 4” diagonal cutting pliers, 4” 
combination pliers. 
Price Each 
Mfg. Part No. Description Stock No. | 14+ 
TL10332 3-Piece Full-Size Plier Set 99M1253 15.62 
D00642 3-Piece VDE Plier Set 61M5971 80.43 
22-9750 5-Piece Full-Size Plier Set 99M1263 24.89 
TL10331 5-Piece Mini Plier Set 99M1252 16.83 
PIM_116778 


NUTDRIVER AND SCREWDRIVER SETS 


Xcelite 


»yWeller’ 
| 


99PS50 


99PR 


Mfg. part no. PS-130 11-pc. compact convertible nutdriver and screwdriver set contains five color-coded plastic- 
handle nutdrivers, sizes: 3/16”, 1/4”, 5/16”, 11/32” and 3/8”; five color-coded plastic handle screwdrivers, sizes: 
#1 Phillips, #2 Phillips and 1/8”, 3/16”, 1/4” slotted. Plus a black attachable torque amplifier handle. All packaged 
in a clear plastic, stand-up storage case. 

Mfg. part no. 99PR 14-pc. Series 99® multi-purpose nutdriver and screwdriver set contains nine nutdriver 
shafts, sizes: 3/16”, 7/32", 1/4”, 9/32”, 5/16", 11/32”, 3/8”, 7/16", 1/2”: two slotted screwdriver shafts, sizes: 3/16”, 
1/4”; two Phillips screwdriver shafts, sizes: #1 & #2; and one regular handle. All packaged in a roll-up pouch. 
Mfg. part no. 99-PS-50 13-pc. Series 99® compact screwdriver and nutdriver set contains seven regular 
nutdriver shafts, sizes: 3/16”, 7/32”, 1/4”, 9/32”, 5/16", 11/32”, 3/8”; two slotted screwdriver shafts, sizes: 3/16”, 
1/4”; two Phillips screwdriver shafts, sizes: #1 & #2; one regular handle, and one extension. All packaged in a 
clear plastic, stand-up storage case. 


Jaw Overall Price Each 
Mfg. Part No. Opening Length Style Stock No. 1+ 
R212CV 64mm 300mm Slip Joint 10B163 nao 
PIM_89610 
Sets 
> CONTINUED > 
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Price Each 
Mfg. Part No. Description StockNo. [1+ 
PS130 11-Pc Compact Convertible Nutdriver & Screwdriver Set 35F207 65.36 
99PS50 13-Pc Series 99® Compact Nutdriver & Screwdriver Set 34F341 112.00 
99PR 14-Pc Series 99® Multi-Purpose Nutdriver & Screwdriver Set 34F395 130.50 
> CONTINUED > 
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PLIERS 


NUTDRIVER AND SCREWDRIVER SETS (CONT.) Water Pump/Slip Joint 
Price Each Overall Price Each 
Mfg. Part No. Description Stock No. 1+ Mfg. Part No. Length Style Stock No. 1+ 
99PSE Tool Case - 5.5” x 5” - Plastic 10B4860 eas @ JIC-5026 6.75" Slip Joint 71K5355 11.95 
PIM_5740 @ JIC-50210 10” Slip Joint 61M0804 12.95 
@ JIC-50212 12" Slip Joint 61M0805 15.95 
PROFESSIONAL-QUALITY PIM_5513163 
SRE liant 
PLIERS Seto GH JONARDTOOLS 
\ PUMP PLIERS KLEIN 
Md “ TOOLS. 
(\ ( \ Jaws lock to desired size by engaging tongue in proper groove. 
JIC-7858 DIABVNOTCH JIC-2755 JC-21257 Jaw Overall Price Each 
4 A Mfg. Part No. Opening Length Style Stock No. 1+ 
\ ty \4 D502 6 22mm 165mm Slip Joint 34F235 28.76 
D502 10 45mm 254mm Slip Joint 34F097 36.34 
D502 12 60mm 311mm Slip Joint 34F098 45.44 
PIM_5721 
JIC-5026 JIC-685 JIC-891 
Manufactured to the highest quality standards using specially-forged alloy steel with plastic dipped comfort-grip 6IN4 COMBINATION PLIERS 
handles. @ Reaming head design 
Mfg. part no. DIABVNOTCH pliers feature a V-notch with stripping W-notches on jaws. © Bolt cutter 
Mfg. part no. JIC-891 connector-crimper pliers for UG, UR, UY connectors. 7 Wire stripper ; 
Mfg. part no. JIC-7858 plier with two stripping holes and stripping V-notches. © Locking mechanism 
Mfg. part no. JIC-685 high leverage plier for cuttin g bolts, nails and many gauges of wire. © Rust protection 
Mfg. part no. JIC-2755 flush cut plier for wire up to 18AWG while minimizing fly-off. © Forged alloy steel 


Mfg. part no. JIC-63050 is designed with a shear-type jaw for cutting aluminum and soft copper. Not for use on © Manufacturer's limited lifetime warranty 

steel or ACSR type cables. Cuts up to 100-pair cables. Red handle 9 1/2" long. 6 IN 1 combination pliers features a dual head design 

Mfg. part no. JIC-21257 This Long nose pliers has side cutting blades, a crushing slot, one .030” stripping hole, for wire stripping and needle nose functionality. 6 

and a thin knurled nose to facilitate handling of the wire at the central office terminals. The comfortable handles IN 1 combination pliers were uniquely designed 

are yellow plastic dipped. Made of chrome vanadium steel. with a reaming head to smooth out rough edges of metal pipe. 6 IN 1 combination pliers also feature six 
Mfg. part no. JIC-842 pliers for general use looping, bending and cutting. Grips small wires and parts and application specific designs (reaming, wire stripping, bolt cutter, wire cutting, pliers, and loop maker) that allows 


reaches in to tight spaces. Jaws are knurled, serrated and have side cutting blades. Cushion-gripped yellow _—professionals to carry less tools. 


plastic handle, 6-7/8” long. J Overall Price Each 
Mfg. part no. JIC-5026/50210/50212 Manufactured with a secure tongue and groove design for a non-slip grip Mfg. Part N 0 aw Lene Styl Stock N fr arp] 
(even under heavy pressure). Made from high quality tool steel, thes pliers offers a smooth four position, positive  —_—19-TartNo. | Opening | _tength | __ style | Stock Mo, | 
interlock between halves. 48-22-3069 1-1/2" 7-1/2" Combination 8371372 = 
Mfg. part no. JIC-683 Designed for heavy duty use in construction and maintenance work. These pliers are PIM 207480 
high leverage for cutting bolts, nails, and many gauges of wire including high-strength wire. Cutting edges cut ~ 
clean and remain sharp. The cushioned-grip, comfortable handles are red plastic dipped to approximately .007”. 
Made of chrome vanadium steel. 
Mfg. part no. JIC-2288 High Leverage Diagonal Cutter - JIC-2288. Crafted for heavy-duty wire cutting and made COBRA WATER PUMP PLIERS ® 
from chrome vanadium steel designed for strength and cutting ability. 
Overall [Price Each 
Mfg. Part No. Length Style Stock No. 1+ rena 
@ JIC-2755 5” oe 61W9674 11.95 
@ DIABVNOTCH 5” a 23K8768 21.95 
JIC-891 e Side Cutting 48F5763 18.95 
JIC-7858 6.5” Diagonal Cutting 48F5762 25.95 87 02 250 
@ JIC-685 9.5” Linesman 1473765 33.95 Features: required 
PIM 84360 Fast adjustment directly on the workpiece: fast and + Gripping surfaces with special hardened teeth, 
2 comfortable handling teeth hardness approx. 61 HRC 
© Box-joint design: high stability because of double © One-hand adjustment 
Bolt guide © DIN ISO 8976 
- © Self-locking on pipes and nuts and low handforce 
Overall HEReeiEschy Each J 0 lI Price Each 
: : 4 Fi aw eral 
Te art partie net — u Mfg. Part No. Opening Length Style Stock No. 1+ 
- - eS 87 01 250 50mm 250mm Slip Joint 06R6321 57.48 
PIM_5513159 87 02 250 50mm 350mm Slip Joint 06R6322 57.74 
PIM_147256 
Cable 
Overall | Price Each PROFESSIONAL INSULATED CUTTERS AND PLIERS 
Mfg. Part No. Length Stock No. 1+ wih a 
@ JIC-63050 9.5” 71K5356 20.95 Beare 
PIM_5513160 
—————————— att a) 
Wire Twisting/Sealing aad 
Overall [Price Each 
Mfg. Part No. Length Style Stock No. 1+ 
JIC-21257 6.875” Long Nose 48F5761 27.95 S fy 
@ JIC-842 6.875" Long Nose 88H9409 16.95 
PIM_5513162 Features: @ Meets ASTM F1505, VDE 0680, CSA, NFPA, 
® Made from premium CV tool steel forgings OSHA, ISO, EN/IEC 60900, & ISO 1000V 
@ Induction hardened jaws and cutters to 6|0HRC © All tools individually tested to 10,000V/1000V 
Wire © Industrial brushed finish rating 
- © Two component ergo cushion grips 
Overall Cut Cutter Price Each Price Each 
Mfg. Part No. Length Type Type Stock No. 1+ fa PON bak sil Seereny tera 
JIC-2288 8.25" Diagonal Diagonal 23K8853 20.95 sari i : i i war _ tyle si 
@ JIC-2488 8.625" Flush Diagonal T7R1988 20.95 ee Meer ego uit 
32923 200mm Long Nose 8274520 40.56 
PIM_5513161 
> CONTINUED > 
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TOOLS & ACCESSORIES 


PLIERS 


PROFESSIONAL INSULATED CUTTERS AND PLIERS (CONT.) 


PROFESSIONAL TOOL KITS (CONT.) 


A Mfg. part no. TCMB150ST 46-pc. tool kit contains 23 individual hand tools (including 42H seizer, 46CG 
Overall Price Each ‘ ? enlael val le ‘4 
Mfg. Part N lenath Styl Stock N — adjustable wrench, 50CG 5” midget slip joint pliers, 53CG 7” utility pliers, 51CG 6” long nose pliers, 54CG, 
ge FartiNO: eng} yle slo, 55CG, 57CG 4”, 5", 5-1/2" diagonal pliers, 59CG 8” chain nose pliers, 86CG electronic snips, 101S wire stripper, 
6.3” Insulated Long Nose with Cutter and K22 electrician’s knife), WP25 Weller® 25W soldering iron, 24 series 99® 23 interchangeable screwdriver 
32926 460mm Long Nose 8274521 32.46 blades (slotted, Phillips, Allen hex-socket type) and 4 interchangeable hex nutdriver blades. Plus reamer, 
6.3” Insulated Stripping Pli : extension, straight and tee handles, XL75 5-pc. offset ratchet screwdriver set, measuring tape, solder and 
-9 Insulated stripping Fillers — more. All neatly organized in a super tough, hard-sided, black polyethylene attache-style tool case that features 
32947 180mm Combination 8274527 34.76 rich looking black anodized aluminum hardware. Overall size: 17-3/4" x 12-5/8” x 4-3/4”. NOTE: mfg. part no. 
7” Insulated Crimper TCMB150MT black, hard-sided polyethylene attache-style tool case (no tools included) can also be ordered 
32945 [__180mm Combination 8274526 22.97 al cd 
8” Insulated Lineman’s with Dynamic Joint eee 
32930 | 200mm Combination 8274524 40.56 Mfg. Part No. Description Stock No. 1+ 
9” Insulated Lineman’s with Crimper = TCS2008 37-Piece Professional Tool Kit 72R7001 ma 
32917 [225mm Combination 8274519 53.90 TCMB150ST 46-Piece Tool Kit w/ Attache Storage Case 72R7000 | 1280.00 
PIM_200576 
= Price Each 
Mfg. Part No. Description Stock No. 1+ 
Sets TCMB150MT Tool Case (Empty) 10B325 363.00 
Price Each PIM_66397 
Mfg. Part No. Description Stock No. i+ 
32981 Insulated 3 Piece Set: 8’ Combo Pliers, 8” Long Nose Pliers and| 8274528 | 115.99 . 
8" Cutters Basic 
PIM_5513257 Price per 
Kit 
Mfg. Part No. Description Stock No. i+ 
Cable TCS2008T 37-Piece Professional Tool Kit 72R7001 = 
Overall Price Each TCMB150ST 46-Piece Tool Kit w/ Attache Storage Case 72R7000 1280.00 
Mfg. Part No. Length Stock No. 1+ PIM_5511091 
Heavy Duty Cable Cutter 
32927 200mm 8274522 46.36 Tool 
PIM_5513255 
Price Each 
Mfg. Part No. Description Stock No. 1-24+ 
Wire TL10332 3-Piece Full-Size Plier Set 99M1253 15.62 
Overall Cut Cutter | Price Each 22-9750 5-Piece Full-Size Plier Set 99M1263 24.89 
Mfg. Part No. Length Type Type Stock No. 1+ TL10331 5-Piece Mini Plier Set 99M1252 16.83 
6.3” Insulated Diagonal Cutter PIM 5511071 
32933 160mm Diagonal Oval Head 8274525 34.76 7 
8” Insulated Heavy Duty Diagonal Cutter e 
eee ® 
32929 200mm Diagonal Round Head 8274523 51.01 NUTDRIVER SETS Xcelite 
PIM_5513256 
L »yWeller’ 


PLIER AND ELECTRONIC TOOL SETS 


00 2017 


6 parts, contains 6 ESD electronics pliers, electrically discharging version. Case made of hard wearing plastic, 
pliers are held by elastic band, with zip fastener 


Price Each 
Mfg. Part No. Stock No. 1+ 
00 20 17 06R6255 a 
PIM_147251 
PROFESSIONAL TOOL KITS Xcelite’ 
wWeller® 


TCMB150ST TCS200ST 
@ "Carefully selected assortment of quality Xcelite® ed polyethylene attache-style case 
hand tools © 37-pc. tool kit packaged in a rugged, soft-sided 
@ 46-pc. tool kit organized in a super tough, hard-sid- Cordura® carrying case” 
> CONTINUED > 
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127TB PS-120 


Mfg. part no. 127TB nutdriver set includes seven solid-shaft nutdrivers with color-coded plastic handles and 
case-hardened sockets. Sizes: 3/16”, 7/32”, 1/4”, 9/32", 5/16”, 11/32”, 3/8". Packaged in a hard-plastic, black 
molded tray. 

Mfg. part no. PS-120 nutdriver set contains 10 color-coded plastic-handle shafts, sizes 3/32”, 1/8”, 5/32”, 3/16", 
7/32”, 1/4”, 9/32”, 5/16”, 11/32”, 3/8”. Also contains a torque amplifier handle in a clear, hard-plastic stand-up 
storage case. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
PS120 Nutdriver Set - 10 Set 34F336 65.25 
PIM_5807 
SCREWDRIVER AND NUTDRIVER SETS Xcelite’ 
Weller’ 


PS89 HS618 


SOCKET TYPE SCREWDRIVER SETS 

Mfg. part nos. 99PS-40 standard and 99PS-40BP ballpoint 11-pc. Allen® hex socket sets contain one regular 
handle (99-1), one extension (99-X5) and nine blades: 0.050”, 1/16”, 5/64”, 3/32”, 7/64”, 1/8”, 9/64”, 5/32”, 3/16”. 
All packaged in a clear plastic, stand-up storage case. 

Mfg. part no. PS-89 9-pc. screwdriver set for hex socket screws. Includes eight compact screwdrivers with red 
plastic handles in sizes: 0.028", 0.035”, 0.050", 1/16”, 5/64”, 3/32", 7/64”, 1/8” and one black, torque-amplifier 


> CONTINUED > 
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TOOL KITS 


SCREWDRIVER AND NUTDRIVER SETS (CONT.) 

handle. All packaged in a clear plastic, stand-up storage case. 

COLOR-CODED NUTDRIVER SETS 

Mfg. part no. HS-6-18 10-pc. hollow shaft nutdriver set. Hex openings: 3/16”, 7/32”, 1/4”, 9/32”, 5/16”, 11/32”, 
3/8", 7/16", 1/2”, 9/16". Color-coded plastic handles. Packaged in a sturdy plastic storage case. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
HS618 Color-Coded Nutdriver Set - 10-Piece 34F376 115.71 
PIM_5806 
Tool 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
99PS40BP Ballpoint Allen® Hex Socket Set - 11-Piece 35F208 130.00 
99PS40 Standard Allen® Hex Socket Set - 11-Piece 34F339 83.00 
PIM_5513273 
Sets 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
PS89 Hex Socket Type Screwdriver Set - 9-Piece 35F1432 54.00 
PIM_5513272 
CablelQ™ QUALIFICATION TESTER, KITS AND FLUKE 


ACCESSORIES _ networks. 


distance to faults with intelligent wiremap 

© Tests all copper cabling media: twisted-pair, coax, 
and audio cable 

Available Kits: 

© CIQ-KIT - Cable IQ with remote adaptor, IntelliTone 
Pro 200 Probe, six remote office IDs, rugged 
carrying case and four AA batteries 

® CIQ-KRQ - Cable IQ, RJ-45 patch cord (2), RJ-11 


© Qualifies — sees if existing cabling has the 
bandwidth to support voice, 10//100, VoIP or 
gigabit Ethernet 

@ Troubleshoots — shows why existing cabling can- 
not support the network’s bandwidth requirement 
(e.g. crosstalk at 11 meters) 

© Discovers — detects what's at the end of any 
cable and displays device configuration (Speed/ 


Duplex/Pairing) patch cord (2), bare wire adaptor, speaker wire 
@ Identifies unused switch ports that can be adaptor, coax cable, coax BNC adaptor, coax 
reallocated RCA adaptor, “Qualified” labels (50) and sof 


© Graphically maps wiring configuration and shows carrying case 
Mfg. part no. CIQ-100 CablelQ™ qualification tester is designed to meet the emerging needs of network 
technicians who need to upgrade to higher network speeds and troubleshoot connectivity problems. It allows 


FLUKE 


DSX-5000 CABLEANALYZER 
_ networks. 


Features: 
® Versiv enables users to accomplish more than ever with a 
cable tester, by accelerating every step of the testing process 
@ ProjX management system eases tasks from initial set-up of a 
job to system acceptance. It eliminates redundant steps, and 
ensures that all tests are completed correctly the first time, and 
every time. 
© Taptive user interface puts advanced data analysis and easy 
set-up and operation at the fingertips of of technicians of all 
skill levels. 
@ LinkWare management software provides unmatched analysis 
of test results and professional test reports 
© The DSX reduces the time required to fix cabling faults with 
Dedicated Diagnostics, a simple test that locates the problem 
® Ten second Cat 6A test time contributes to the fastest way to 
gain certification 
® Graphically displays the source of failures including crosstalk 
and distance to shield faults for faster troubleshooting 
Manage up to 12,000 test results with full graphics 
Capacitive touchscreen allows quick tester setup with easily 
selectable cable types, standards and testing parameters 


® 1 billion links reported on LinkWare 
management software 

The DSX CableAnalyzer copper test 
solution enables testing and certification of twisted pair cabling for up to 10 Gigabit Ethernet deployments and 
will handle any cabling system whether it is a Cat 5e, 6, 6A or Class FA. Certifying a cable is one part of 
a process that starts with system design and ends with system acceptance. The faster that process goes, 
the more profitable you'll be. Unfortunately, there are a lot of things that slow the process down - setting up 
the tester incorrectly, testing to the wrong limits, waiting for skilled technicians to analyze and troubleshoot 
failures, misinterpretation of results, and producing test reports that customers can not understand. As part of 
the Versiv cabling certification product family, the DSX CableAnalyzer provides accurate, error-free certification. 
In the installation business there are multiple teams, varying media types and multiple testing requirements. 
The difference between profitability is just a few percentage points. The DSX certifies copper cabling, complies 
with all standards including Level V accuracy, making jobs easier to manage, and getting to system acceptance 
faster. It's not just for the expert technicians and Project Managers. Individuals of various skill levels can improve 
the set-up, operation, test reporting, and simultaneously manage diverse projects. 
The DSX-5000QI 120 includes OLTS Quad and Fiber Inspection. 


Price Each 
Mfg. Part No. Display Stock No. 1+ 
DSX-5000 120 Projected Capacitive 96W1924 = 
DSX-5000Q! 120 Projected Capacitive 96W1928 20990.00 
PIM_209951 
Test Equipment Carrying Cases & Holsters 
For Use Price Each 
Mfg. Part No. With Stock No. 1+ 
ClQ-CIT CablelQ Qualification Tester 73J6905 = 
PIM_5518690 


11-PC. 5-POINT SECURITY TORX BIT SET 


D URATOOL 


11-piece set of five-point Torx security bits are for technician use of removing security screws used in computer 
equipment, hard drive enclosures, European automobiles, and other Torx Plus style fasteners which are 


network technicians to perform a series of troubleshooting steps to better isolate cabling from network problems becoming more commonly used. These do not fit standard six-voint torx fasteners: Hole in center of the bit for 
and identifies whether insufficient cabling bandwidth is the cause of the problem. Supports UTP, STP, FTP, feper jet fasteners ris pocket sized organizer. All a long. Contains T8, T9, T10, 115, 720, 125 
SSTP, RG6, RG59, audio and security type cable. Supported tests include wiremap, length, cable signal 127. 730, T40, 745 50 eRe hy @ 
performance, digital and analog toner, Ethernet port detection and ID, analog phone and video signal detection, si Si Roe ee 
continuity, and cable fault finding. Measures crosstalk and impedance and compares against appropriate limits Price per 
based on qualification test selected. Tester stores up to 250 qualification test results. Kit 
Mfg. part no. CIQ-100 CablelQ™ qualification tester comes complete with remote adapter, CablelQ™ Reporter Mfg. Part No. Description Stock No. 1-4+ 
software CD, two RJ-45-RJ45 patch cords, USB cable, coax “F” push-on adapter, CD and user guides, softside 22-9795 11 Piece 5 Point Security Torx Set 759211 245 
carrying case and four AA batteries. - 
PricelEach PIM_116763 
Mfg. Part No. Stock No. 1+ 
CablelQ Qualification Tester Test Equipment Adapters 
ClQ-100 73J6912 2055.99 Price per 
i For Use Lo 
For Use WericeiEchy Mfg. Part No. With Stock No. 1+ 
Mfg. Part No. Type With Stock No. 1+ CablelQ Coax Adapter Kit 
CIQ-RJA RJ45/11 Modular Adapter | Fluke Networks ClQ-100 CablelQ) 73J6910 — er 
Qualification Tester CIQ-COAX Fluke CablelQ Qualification Tester 73J6906 33.99 
ClQ-IDK24 i Fluke Networks ClQ-100 CablelQ| 73J6907 = PIM_5518691 
Qualification Tester 
ClQ-IDK57 - Fluke Networks ClQ-100 CablelQ| 73J6908 = 
Suelncation Tester Custom Panel Meters Call 800 859 1257 
CIQ-SPKR is Fluke Networks ClQ-100 CablelQ) 73J6911 = 
Qualification Tester 
PIUeaTED Choose your own colors, text, and company logo 
7 Custom scale, range and pointer types 
Sag Analog/Digital Meters, Sensors, Controllers and more 
able 
Price Each Email panelmeters@newark.com 
Mfg. Part No. Stock No. 1+ SE 
CablelQ Kit ~ 
ClQ-KRQ 44K0059 = 
ClQ-KIT 73J6909 2716.99 
PIM_5518689 
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SIMPLIFIBER PRO OPTICAL POWER METER AND FLUKE 
FIBER TEST KITS networks. 
Features: 


© Dual-wavelength testing —- complete testing in half the time 

@ Additional wavelengths to include 1490 and 1625 - calibrat- 

ed to extend from typical enterprise wavelengths for broader 

applications 

Min/Max — automated precision tracking of intermittent 

power fluctuations 

@ FindFiber - quick end-to-end cable routing identification 

CheckActive — audible tone and display icon alerts you to 

a live wire 

Saves 1000 results — large internal memory enables contin- 

uous testing and recording; fully compatible with our popular 

LinkWare! Cable Test Management Software 

© Quickly locate cable fault, polarity, and connector problems 
with VisiFault! VFL* 

@ Inspect end-faces at 200x magnification with the FT120 
FiberViewer or FT500 FiberInspector Mini* FTK1480 


With new advanced capabilities that make testing simple, SimpliFiber® Pro Optical Power Meter and Fiber Test 
Kits are the best “go-to” kits for anyone involved in first-line optical fiber cabling installation and verification. 
Whether you are a fiber technician or contractor, our expertly configured kits contain all the tools necessary to 
quickly measure loss and power levels, locate faults and polarity issues, and inspect and clean connector end- 
faces. Industry-leading features such as single-port dual-wavelength testing and auto-wavelength detection, 
combined with time-saving capabilities such as CheckActivel, FindFiberl, and Min/Max make SimpliFiber Pro 
the best fiber test kit on the market. 
Mfg. part no. FTK1000 - Basic Fiber Verification Kit: Includes SimpliFiber Pro optical power meter, 850/1300 
multimode source and carrying case. 
Mfg. part no. FTK1300 - MultiMode Fiber Verification Kit: Includes SimpliFiber Pro optical power meter, 
850/1300 multimode source, VisiFault VFL, FT120 FiberViewer, FindFiber Remote ID sources and carrying 
case; ST and LC adaptor. 
Mfg. part no. FTK1450 - Complete Fiber Verification Kit with FT500 FiberInspector Mini: Includes SimpliFiber 
Pro optical power meter, 850/1300 multimode source, 1310/1550 singlemode source, VisiFault VFL, FT500 
Fiberlnspector Mini, two (2) FindFiber Remote ID sources, and carrying case; ST and LC adaptor, NFC-Kit-Box 
fiber optic cleaning kit. 
Mfg. part no. FTK2000 - Singlemode Fiber Verification Kit: Includes SimpliFiber Pro optical power meter, 
1310/1550 singlemode source and carrying case. 
Mfg. part no. FTK2100 - Singlemode Fiber Verification Kit: Includes SimpliFiber Pro optical power meter, two (2) 
singlemode sources (1310/1550, 1490/1625 mm), carrying case; SC power-meter adaptor. 


KIT CONTENTS AT A GLANCE 
Mfg. Part No. FTK2000 | FTK2100 | FTK1000 | FTK1300 | FTK1450 
SimpliFiber Pro® e 


SimpliFiber Pro® 850/1300 Multimode 
Source 


SimpliFiber Pro® 1310/1550 Singlemode 
Source 


SimpliFiber Pro® 1490/1625 Singlemode 
Source VisiFault™ Visual Fault Locator 


FT120 Fiber Viewer Optical Microscope 
FT500 Fiberlnspector Mini 

FindFiber Remote ID Sources 
NFC-Kit-Box fiber optic cleaning kit 
Carrying Case for protection and easy 


transport 
Price Each 
Mfg. Part No. Display Stock No. [1+ 
Basic Fiber Verification Kit 
FTK1000 LCD | 45P6662 es 
Price Each 
Mfg. Part No. Description Type StockNo.| 1+ 
SFSINGLEMODE2 Laser Light Source 2070415 eS 
NFA-LC-SINGLE LC Interchangeable Adapter | | 45P7928 = 
NFA-SC-SINGLE SC Interchangeable Adapter | | 45P7929 es 
NFA-ST-SINGLE dak ST Interchangeable Adapter | | 45P7930 es 
NFK1-SMPLX-LC ia Simplex Reference Cord Set 45P7931 = 
NFK1-SMPLX-SC ici Simplex Reference Cord Set 45P7932 = 
NFK1-SMPLX-ST wh Simplex Reference Cord Set 45P7933 - 
NFK2-SMPLX-LC a Simplex Reference Cord Set 45P7934 cee, 
NFK2-SMPLX-SC act Simplex Reference Cord Set 45P7935 ee 
NFK2-SMPLX-ST iz Simplex Reference Cord Set 45P7936 ee 
NFK3-SMPLX-LC day Simplex Reference Cord Set 45P7937 ee 
NFK3-SMPLX-SC 7 Simplex Reference Cord Set 45P7938 eae 
NFK3-SMPLX-ST ici Simplex Reference Cord Set 45P7939 — 
SFSINGLEMODESOURCE ita Laser Light Source 45P8144 es 
NF-MANDREL-50 i Multimode Fiber Mandrel 53H7346 --0 
NF-MANDREL-625 ats Multi-Mode Fiber Mandrel 53H7347 0 
FINDFIBER FindFiber Remote 45P6657 2 
ID Source (1) 
FINDFIBER-6 FindFiber Remote 45P6658 = 
ID Source Set (6) 
PIM_142261 


1.800.463.9275 © newark.com 


TOOLS & ACCESSORIES 
TOOL KITS 


NETWORKING ACCESSORIES 


TENMA 


mS 


Mfg. part no 72-6706 is a multi-network and modular cable tester that easily reads the correct pin configuration 
of 10Base-T cable (CAT 5, 5e and 6), 10Base-2 cable (coax), RJ45 and RJ11 modular cables, 356A, TIA- 
568A/568B and Token Ring cable by comparing transmitting end to the corresponding receiving end. 


Price Each 
Mfg. Part No. Display Stock No. 1+ 
72-6706 LED 182275 69.23 


PIM_38374 


LAN PRONAVIGATOR™ HED 
COAXIAL CABLE 
TESTER AND KIT 


ATextron Company 


etna WwW 
liant 
Ge rnin GREENLEE. 


PA901066 
Mfg. part no. PA901066 LAN ProNavigator™ kit includes LAN ProNavigator™ network and coaxial cable tester 
with remote plus two RJ45 patch cords, two BNC coaxial cables, two CATV “F"-to-BNC adapters, one shielded 
RJ45 coupler, two belt clips, 9V battery and durable, hard-sided storage case with custom-fit foam insert. One- 
year manufacturer's warranty. 


Price Each 
Stock No. 1+ 
2004956 _ 


For Use 
Mfg. Part No. With 


@ PA901066 | Coaxial, Patch Cord, Data &Telephone Cable for EIA/TIA-568A/B, 
Token Ring, 10-Base T & Cat5/5e/6 


PIM_56470 


DATAREADY® TOOL KIT 


5 © GREENLEE. 
‘ATextron Company 
RoHS 
Compliant 
Available 


The PA901053 is a complete Category 5 datacom Tool Set in a handy zipper case. Everything needed for a 
CAT-5 installation except the cable. 

Contains PA1116 Data SureStrip UTP/STP and flat satin cutter/stripper, PA1556 All-in-one phone/data tool, 
PA3570 SurePunch® impact punchdown tool, PA4571 110/66 Blade, PA1576 Data Link/ID and Cable-Check™ 
tester, (20) RJ45 Plugs, Cat5e, Solid/stranded, flat/round cable, Zipper case with carrying strap. 


Price Each 
Stock No. 1+ 
98B6237 ma 


Mfg. Part No. 


@ PA901053 
PIM_54970 


Your 


DEVELOPMENT 
DISTRIBUTOR 


RESEARCH 
& DESIGN 


Z EDUCATION 
& MAKERS 


Supporting your journey at 
every stage 


PRODUCTION 
7 & MAINTENANCE 


PROTOTYPE 
& TEST 


PIM_5793904 
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TOOLS & ACCESSORIES 
TOOL KI 


PREMISE SERVICE KIT 


% GREENLEE. 
Textron Company 
Spire ; 
Compliant 
Available 


PA901039 - Premise Service Kit for data, voice & coaxial LAN installations comes conveniently packaged in 
a sturdy molded case with form-fitting foam. Kit includes: KT 8 cutter, Data SureStrip® and flat cable cutter/ 
stripper, LC CST CATV “F” coax stripper, CrimpALL™ ergonomic crimp frame with RJ11/12 and RJ45/CATV “F” 
combined die, SurePunch™ Pro, 66 & 100 blades, LAN ProNavigator® coax network tester, telephone test set 
and LAN Cable-Check™, RJ45 adapter, 2x BNC-to-CATV adapters and piano plastic tackle box. 


Price Each 
Stock No. 1+ 
2004952 = 


Mfg. Part No. 
@ PA901039 


PIM_72366 


Description 
Premise Service Kit - 13-Piece 


ULTIMATE TECHNICIAN TOOL KIT RoHS 
Seiter MG creentee. 


ATextron Company 


PA4932 


Ultimate technician tool kit mfg. part no. PA4932 is a complete tool kit for data, voice and video installation 
and maintenance. Includes all necessary cable preparation tools for Cat5, Cat 5e, Cat 6, and RG6/RG6 Quad. 
Contained in mfg. part no. PA4923 ultimate tool bag. Mfg. part no. PA4932 kit includes; KT 8 cutter, Data 
SureStrip® UTP/STP & flat cable cutter/stripper, LC CST CATV “F” coax stripper, SealTite® Pro compression 
and All-in-One crimpers, SurePunch® Pro Handle with, 110, 66, BIX, Krone LSA, Double 110 blades, 


PA4923 


SurePunch® Pro detachable light, LAN ProNavigator® coax network tester, telephone test set & LAN Cable- 
checki, can wrench, RJ45 adapter, untwist tool, CATV “F” flaring and attachment tool, (10) RJ22 handset plugs, 
(10) RJ11/12 plugs stranded flat, (10) RJ45 Cat5 plugs solid round, (10) CATV “F” RG6/RG6 quad compression 
connectors, (2) BNC-to-CATV adapters, ultimate tool bag, and plano plastic tackle box. 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ PA4932 Ultimate Technician Tool Kit 29K8633 = 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ PA4923 Ultimate Too! Bag (Empty) 33K4396 = 
PIM_84706 
TELCO TOOL KITS 


% GREENLEE. 


Telco Ultimate Tool Kit 

Mfg. part no. PA4938 telco ultimate tool kit consists of all UTP tools, connectors and accessories one might 
need to prepare cable test new installation or troubleshoot problems. Kit includes mfg. part nos. PA1116 Data 
SureStrip® UTP/STP & Flat Satin Cutter/Stripper, PA1933 Datacomm Scissors, PA3570 SurePunch® Pro 
Punchdown Tool, PA4571 110/66 blade, PA4599 SurePunch® Pro Detachable LED Light, PA4940 GripPack 
Quick Release PDT Holster, PA1561 All-in-One Phone/Data Crimp Tool, (50) PA9655 and (50) PA9654 & RJ45 
Cat5e & RJ11 Modular Plugs, PA1902 and PA1903 (1) RJ45 & (1) RJ11 Adapters, PA1573 Tone Probe Plus 
Cable-Check™, TM500 Butt Set, Mini MagLite®, and Sharpie® Black Marker. All contained in PA4923 ultimate 
tool bag with Piano® tackle box that neatly divides, stores dies, blades and connectors. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
PA4938 Technicians Tool Kit, Ultimate, 116 Piece 01N4821 = 
PIM_116770 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


Tool 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
PA4938 Technicians Tool Kit, Ultimate, 116 Piece 01N4821 —_ 
PIM_5511070 
PROFESSIONAL TOOL SETS 


(cc) CRESCENT 


ETIAIOME CTK148MP 


Mfg. part no. CTK70MP 70-piece professional tool set includes: (1 ea.) 3/8" drive and 1/4” drive 72-tooth quick- 
release ratchet handles, (1 ea.) 1/4” and 3/8” x 3” extensions, (16) SAE and metric 3/8” 12-point sockets: 3/8”, 
7/16", 1/2”, 9/16", 5/8", 11/16", 3/4”, 13/16", 10mm, 11mm, 12mm, 13mm, 14mm, 15mm, 17mm, and 19mm. (16) 
SAE and metric 1/4” drive 6-point sockets: 3/16”, 7/32”, 1/4”, 9/32”, 5/16” 11/32”, 3/8”, 7/16”, 5mm, 6mm, 7mm, 
8mm, 9mm, 10mm, 11mm, and 12mm. (12) SAE and metric combination wrenches: 3/8”, 7/16”, 1/2”, 9/16”, 5/8”, 
11/16”, 10mm, 12mm, 13mm, 14mm, 15mm, 17mm, (1) 3/8” female-to-1/4” male adapter, (8) SAE hex key set 
and holder, (1) multi-bit Dura-Driver] magnetic bit driver and (12) 1” driver bits: slotted, Phillips, Torx and hex, and 
storage case. All tools are industrial-quality, meeting stringent new ANSI and ASME specifications, and come 
with a full-satisfaction manufacturer's guarantee. 

Mfg. part no. CTK148MP 148-piece tool set includes: 1/2” Drives: (1) 1/2” 70 tooth quick release drive, (1) 
1/2" drive 5” extension, (10) Sockets: 1/2”, 9/16”, 5/8", 3/4”, 7/8”, 15mm, 17mm, 18mm, 19mm, 241mm; (1) 3/8"; 
3/8” Drives: (1) 3/8” 72 tooth quick release drive, (1) 3/8” drive #” extension, (1) 3/8” drive 6” extension, (1) 3/8” 
to 1/4” drive adapter, (2) 5/8” and 3/16” spark plug sockets; (16) Sockets: 5/16”, 3/8", 7/16”, 1/2”, 9/16”, 5/8”, 
11/16", 3/4” 9mm, 10mm, 12mm, 13mm, 14mm, 15mm, 17mm and 19mm; (1) Deep Sockets: 7/16”, 1/2”, 9/16” 
11/16”, 3/4”, 12mm, 13mm, 14mm, 16mm, and 17mm; 1/4” Drive: (1) 1/4” 72 tooth quick release drive, (1) 1/4” 
drive 3” extension; (20) Sockets: 3/16”, 7/32", 1/4", 9/32”, 5/6”, 11/32” 3/8”, 7/16", 1/2", 9/16", 4mm, 5mm, 6mm, 
7mm, 8mm, 9mm, 10mm, 11mm, 12mm, 13mm; (12) Combination Wrenches: 5/16”, 3/8", 7/16”, 1/2”, 9/16", 5/8”, 
8mm, 10mm, 12mm, 13mm, 14mm, 15mm; (2) Pliers: 8" long nose cutting and 6” diagonal cutting; Magnetic 
Screwdrivers: (4) 1/4” x 4” slotted, 3/16” x 3” slotted, #2 x 4” Phillips and #1 x 3” Phillips; (1) Magnetic Bit Driver; 
(44) 1” driver bits and holders; (1* Hex Keys and Holders and (1) Storage Case. 


Price Each 
Mfg. Part No. Stock No. 1+ 
CTK148MP. 96H1216 =u 
CTK70MP 73K7620 as 
PIM_78153 


METRIC-SIZE HAND TOOL SETS 


Xcelite 


wyWeller’ 


PS121MM 


99PS51MM 


Mfg. part no. 413MM is a 10-piece set of metric-size, plastic-handle nutdrivers, size 4-8mm, 10mm, 11mm, 
413mm. All have 31.35mm deep shaft hole. Sturdy molded plastic carrying case. 

Mfg. part no. PS121MM compact convertible nutdriver kit contains 10 plastic-handle shafts, sizes 3mm, 3.5mm, 
4mm, 4.5mm, 5mm, 5.5mm, 6mm, 7mm, 8mm, 10mm. Also includes torque amplifier handle in clear, hard 
plastic stand-up case. 

Mfg. part no. 99PS51MM is a 12-Piece nutdriver kit containing 1 regular handle; 1 extension; and 10 shafts, 


sizes 4mm, 4.5mm, 5mm, 5.5mm, 6mm, 7mm, 8mm, 9mm, 10mm, 11mm. In clear, hard plastic stand-up case. 
Mfg. part nos. 99PS41MM standard Allen® hex socket and 99PS41MMBP ballpoint Allen® hex socket contain 
one regular handle, one extension and seven shafts. Sizes: 1.27mm, 1.5mm, 2mm, 2.5mm, 3mm, 4mm, 5mm. 
In clear, hard plastic stand-up case. 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
413MM 10-Piece Set 34F189 120.00 
99PS51MM 12-Piece Set 35F209 111.36 
PS121MM Nutdriver Kit 34F624 78.30 
PIM_5741 
Sets 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
99PS41MMBP Ballpoint Allen® Hex Socket Set 34F622 105.00 
99PS41MM Standard Allen® Hex Socket Set 34F621 82.00 
PIM_5513213 
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TCS100/ST 


86-Pc. Professional Tool Kits Contain 53 Popular 

Tools: 

@ Including pliers, cutters, wrenches, snips, screw- 
drivers and nutdrivers 

® 31 Series 99@ interchangeable screwdriver and 
nutdriver blades and handles 

© Two specialized screwdriver and nutdriver kits 

46-Pc. Professional Tool Kit Contains 23 Popular 


Xcelite 


Weller’ 


wh 


——= 


Simi! 


TCA100/ST 


Tools: 

@ Including pliers, cutters, screwdrivers and 
nutdrivers 

© Weller® WP25 25W soldering iron 

@ 24 Series 99@ interchangeable screwdriver and 
nutdriver blades and handles 

© Offset ratchet screwdriver set, measuring tape 
and solder 


TC series attached tool cases are durable, charcoal-brown leather-grained Marvelon vinyl featuring solid brass 
hardware, padded handle, removable 3-panel hinged tool pallet in lid, plus anodized aluminum divider and 


additional tool pallet in bottom. 


TCMB series tool case is super-tough, black polyethylene with rich-looking black anodized aluminum hardware, 
removable 3-panel hinged tool pallet in lid and additional tool pallet in bottom. 

TCA series tool cases are high-tech aluminum with smooth finish featuring a keyless combination lock, chrome- 
plated latches, tongue-and-groove lid with rubber gasket for a positive seal, removable tool pallet in lid and 


additional tool pallet in bottom. 


TCS series tool case is softsided, rugged Cordura® with dual heavy-duty zippers, leather wrapped handles and 


three outside storage pockets. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
TCA150/ST 46-Piece Kit with Aluminium Tool Case 50F1838 1287.60 
TCA100ST 86-Piece Kit with Aluminium Tool Case 50F1837 1920.00 
TCS100/ST 86-Piece Kit with Cordura® Tool Case 50F1842 1450.00 
TCMB100/ST 86-Piece with Polyethylene Tool Case 50F1839 = 
PIM_5736 
ELECTRONIC TOOL KITS 


D URATOOL 


ieulbt 


thie 
1 i 


22-8820 


12-PIECE ELECTRONIC TOOL SET 
Kit contains: 30W soldering iron with cover, desoldering pump, 4.5” long nose pliers, 4.5” diagonal cutting pliers, 
two slotted screwdrivers, two phillips screwdrivers, slotted precision screwdriver, phillips precision screwdriver, 
utility knife and padded zipper carry case. 

25-PIECE ELECTRONIC TOOL SET 

Kit contains: 30W soldering iron with cover, desoldering pump, six piece screwdriver set (three slotted, three 
phillips), two precision screwdrivers (slotted/phillips), 5” long nose pliers, 5” diagonal cutting pliers, IC puller, 
Wire stripper that strips up to 10AWG wire, DMM measures AC/DC voltage, DC amps, ohms, hFE transistors 
(includes battery and test leads), eight piece hex key wrench set (1.5-6.0mm), long nose tweezers and padded 
zipper carry case. 


22-8825 


Price per 
Kit 
Stock No. 1-2+ 


Mfg. Part No. Description 


22-8820 12-Piece Electronic Tool Kit 99M1267 15.18 
22-8825 25-Piece Electronic Tool Kit 99M1268 63.09 
PIM_116807 


1.800.463.9275 © newark.com 


TOOLS & ACCESSORIES 


TOOL KITS 


PROFESSIONAL TOOL KITS FOR TECHNICIANS, 
SERVICEMEN AND FIELD ENGINEERS 


MINIATURE TOOL KITS 


D URATOOL 


TL10406 


Tools are all made from chrome vanadium steel and are supplied in a rigid, blow molded case. The kit contains 
bit assortment: PH1, PH2, PHS, slotted 5, 6 and 7mm, torque 10, 15 and 20mm, adapter, magnetic tip handle, 
5” mini long nose pliers, 4.5” mini side cutters, 115mm tweezers, 1/4” drive sockets: 5,6,8 and 10mm, extension 
bar, precision screwdrivers: 4 slotted and 2 Phillips. 


Price Each 
Mfg. Part No. Stock No. 1-49+ 
TL10406 01N3562 = 
PIM_116806 
SCREWDRIVERS 


D URATOOL 


Phillips 
Screwdrivers feature large, rounded grip handles. Blades are cross-ground chrome vanadium steel. Meet 


Slotted 


federal specification GGG-S-121E. Lifetime warranty. 
Tip Blade Overall Price Each 
Mfg. Part No. Size Length Length Stock No. 1-4+ 
SPC10889 #0 63mm 119mm 2703524 0.89 
SPC10890 #1 75mm 155mm 2703527 EST 
SPC10891 #2 100mm 190mm 2703528 1.03 


PIM_5784 


11 PIECE PRECISION SCREWDRIVER SET 


D URATOOL 


y 


An 11 piece precision screwdriver set manufactured with steel blades which have precision ground tips and 
metallic handles with a rotating tip. The kit is supplied in a moulded, impact resistant case with a durable hinge 
and a snap shut fastener. The kit contains: 6 x Slotted Screwdrivers, 1, 1.2, 1.4, 1.8, 2.4, and 3mm; 3 x Phillips 
Screwdrivers, PHOO, PHO and PH1; 1 x Pointing Awl; 1 x Magnetic Pick-up Tool. 


Price per 
Kit 
Mfg. Part No. Description Stock No. 1-9+ 
D00394 Jewellers Screwdriver Set 42M1817 4.21 
PIM_116823 
Slot 
Tip Blade Overall Price Each 
Mfg. Part No. Size Length Length Stock No. 1-4+ 
SPC10887 3.18 mm 75mm 130mm 2703520 —_ 
SPC10888 4.77 mm 100mm 180mm 2703523 4.50 
SPC11302 6.35 mm 152mm 242mm 3407545 _ 
PIM_5513281 
PIN VISE 


Mfg. part no. 92 swivel head pin vise. Hardened steel. 2 double-end reversible collets: 0.10 to 0.125” and 0.10 
to 3.17mm. 


> CONTINUED > 
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TOOLS & ACCESSORIES 


SCREWDRIVERS & ACCESSORIES 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


PIN VISE (CONT.) Sets (CONT.) 
Price Each Price Each 
Mfg. Part No. Description Stock No. 1+ Mfg. Part No. Description Stock No. 1+ 
92 Swivel Head Pin Vice 34F580 15.42 85484 4-Piece Mini Cushion-Grip Screwdriver Set 50M2326 35.60 
PIM_5586 85075 5-Piece Cushion-Grip Screwdriver Set 52F9175 69.58 
85074 6-Piece Cushion-Grip Screwdriver Set 68K1842 83.32 
7-Piece Cushion-Grip Screwdriver Set B4657 
CUSHION-GRIP SCREWDRIVERS 85076 iece Cushion-Grip Screwdriver Set 50B46! 84.10 
Features: PIM_5513294 
@ Cushion-grip Is locked around a solid plastic handle 
for unbeatable comfort 
© Strong, heat-treated and tempered steel shanks Ll MULTI-BIT CUSHION-GRIP KLEIN 
@ Handle resists slippage for greater torque SCREWDRIVER/NUT DRIVERS TOOLS 
© Grip is oil-, gas- and water-resistant . ° 
@ Handle tops permanently inscribed with tip-descrip- 
tion symbol for easy identification — 
These cushion-grip screwdrivers are built to handle the J 
tough jobs. Select from a wide assortment of shank and Fi . 
eatures: out 


tip styles and sizes or choose from three general-purpose 
selections of the most frequently used screwdrivers. 


Mfg. part no. 85076 7-piece cushion-grip screwdriver set 
includes: one heavy-duty 4” square-shank, 1/4” keystone- 
tip (length: 8-11/32"); one 6” heavy-duty round-shank, 
5/16” keystone-tip (length: 10-15/16"); one 3” round- 
shank, 3/16” cabinet-tip (length: 6-3/4”); one 6” round- 
shank, 3/16” cabinet-tip (length: 9-3/4”); one heavy-duty ls 

4" round-shank, 1/4” cabinet-tip (length: 8-11/32"); one 3” 

round-shank, #1 Phillips-tip (length: 6-3/4”); and one 4” round-shank, #2 Phillips-tip (length: 8-5/16”). Plus a 
vinyl storage pouch. 


Mfg. part no. 85074 6-piece cushion-grip screwdriver set includes: one 3” round-shank, 3/16” cabinet-tip 
(length: 6-3/4”); one heavy-duty 4” square-shank, 1/4” keystone-tip (length: 8-11/32"); one heavy-duty 6” 
square-shank, 5/16” keystone-tip (length:10-15/16"); one 3” round-shank, #1 Phillips-tip (length: 6-3/4"); one 
4” round-shank, #2 Phillips-tip (length: 8-5/16”) and one 6” round-shank, #3 Phillips-tip (length: 11”). Plus a 
plastic storage container. 


Mfg. part no. 85075 5-piece cushion-grip screwdriver set includes: one heavy-duty 4” square-shank, 1/4” 
keystone-tip (length: 8-11/32"); one 6” round-shank, 3/16” cabinet-tip (length: 9-3/4”); one heavy-duty 6” round- 
shank, 5/16” keystone-tip (length: 10-15/16”); one 4” round-shank, #2 Phillips-tip (length: 8-5/16”); and one 
heavy-duty 6” round-shank, 1/4” cabinet-tip (length: 10-11/32"). Plus a vinyl storage pouch. 


Mfg. part no. 85484 4-piece cushion-grip screwdriver set includes: one miniature screwdriver 3” round 
shank, no. 0 phillips-tip (length: 5-3/4”); one miniature screwdriver 2” round shank, 1/16” keystone tip (length: 
4-3/4");one miniature screwdriver 3” round shank,3/32" cabinet tip (length: 5-3/4");one miniature screwdriver 3” 
round shank, 1/8” cabinet tip (length: 5-3/4”). Convenient P-O-P packaging. 


Square-Recess Tip Screwdrivers - Round Shanks (Mfg. part nos. 661, 662 & 666) - Color-coded handle 


ends for quick and easy identification, round shank with square-recess tip, chrome plated shank for corrosion 
resistance. 
Tip Blade Overall Price Each 
Mfg. Part No. Size Length Length Stock No. 1+ 
Round - 1/4” Cabinet Tip 
605-4 6.35 mm 102mm 212mm 91B4558 13.60 
605-6 6.35 mm 152mm 263mm 94F5789 14.38 
Round - 1/4” Keystone Tip 
602-4 6.35 mm 102mm 212mm 96B1090 14.36 
Round - 1/8” Cabinet Tip 
608-3 3.2mm 76mm 146mm 50M2276 12.49 
608-6 3.2mm 152mm 222mm 02M5724 12.10 
Round - 3/16” Cabinet Tip 
601-4 4.77 mm 102mm 197mm 94F5785 11.52 
6016 4.77 mm 152mm 248mm 34F108 11.96 
Round - 3/32” Cabinet Tip 
607-3 2.4mm 76mm 146mm 5873003 12.49 
Square - 1/4” Keystone Tip 
600 4 6.35 mm 102mm 212mm 34F100 15.08 
Square - 3/8” Keystone Tip 
600-8 10 mm 203mm 341mm 94F5784 24.98 
Square - 5/16” Keystone Tip 
600-6 7.93 mm 152mm 278mm 1701505 18.50 
PIM_56574 
Phillips 
Tip Blade Overall Price Each 
Mfg. Part No. Size Length Length Stock No. 1+ 
603-3 #1 76mm 171mm 94F5787 11.36 
603-1 #2 38mm 87mm 94F5786 11.34 
603-4 #2 102mm 211mm 94F5788 12.92 
603-7 #2 178mm 287mm 1701508 14.46 
603-10 #2 254mm 364mm 1002374 16.66 
603-6 #3 152mm 279mm 1706746 18.18 
PIM_5513293 
Sets 
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© Integrated driver shaft holds popular bits 

© Interchangeable blade for quick and easy switch 
Mfg. part no. 32476 5-in-1 screwdriver/nutdriver includes one each: #1 and #2 Phillips, 9/32” and 3/16” slotted 
screwdriver bits and 5/16” nutdriver bit. 

Mfg. part no. 32477 10-in-1 screwdriver/nut driver includes one each: #1 and #2 Phillips, 1/4” and 3/16" slotted, 
T10 and T15 Torx®, #1 and #2 square-recess screwdriver bits and 1/4” and 5/16” nut driver bits. 
Mfg. part no. 32500 11-in-1 screwdriver/nut driver includes one each: #1 and #2 Phillips, 1/4” and 3/16” slotted, 
T10 and T15 Torx®, #1 and #2 square-recess screwdriver bits and 1/4”, 5/16” and 1/4” nut driver bits. 


© Cushion-grip handle for greater torque and comfort 


Price Each 
Mfg. Part No. Description Stock No. 1+ 

32477 10-in-1 Screwdriver/Nut Driver 1701504 24.18 
32500 11-in-1 Screwdriver/Nut Driver 95M2216 25.84 
32476 5-in-1 Screwdriver/Nut Driver 1701503 15.64 

PIM_56575 

ELECTRONICS SCREWDRIVERS KLEIN 

TOOLS. 
5-Pc. Electronics Screwdriver Set 
Features: © Color coded rings and hot stamped cap markings 


© Cushion-grip handles for maximum comfort when 
working on small equipment 
© Rotating caps for optimum and precise control. 


for quick identification 
© Heat-treated precision ground tip for greater st 
rength 


These cushion-grip screwdrivers are built to handle the tough jobs. Select from a wide assortment of shank and 
tip styles and sizes or choose from three general-purpose selections of the most frequently used screwdrivers. 
Mft. part no. 85614 5-Piece set consisting of 614-2, 613-3, 614-3, 614-4 & 614-6 electronic screwdrivers and 
case. 
Tip Blade Overall Price Each 
Mfg. Part No. Size Length Length Stock No. 1+ 
614-2 1.59 mm 51mm 140mm 8717289 12.86 
614-3 2.38 mm 76mm 165mm 8777290 12.86 
614-4 3.18 mm 102mm 191mm 8777291 13.62 
614-6 3.18 mm 152mm 241mm 8717293 15.14 
PIM_202052 
Sets 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
85614 5-Piece Electronics Screwdriver Set 8275063 54 
PIM_5513302 
Phillips 
Tip Blade Overall Price Each 
Mfg. Part No. Size Length Length Stock No. 1+ 
613-3 #0 76mm 165mm 8777288 12.86 
PIM_5513301 


Dev Kit HO 


Find the Newest Development Kits & 
Evaluation Boards from Top Suppliers 


newark.com/dev-kits 


PIM_5624787 
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PICO SOFT GRIP PRECISION SCREWDRIVER : ind 
SETS wiha 


Premium Tools 


Features: 

e Exact fit precision machined tips 

e Exclusive CRM-72 special tool steel 
@ Satin micron vapor chromed finish @ Molded on soft tactile grip handle 

© Super through hardened blades @ Precision quality made in Germany 

Pico 8-piece slotted soft grip set 26093 includes slotted sizes: 0.8, 1.2, 1.5, 2.0mm 2.5, 3.0, 3.5, 4.0mm. 

Pico 8-piece slotted and phillips set 26193 includes: slotted: 1, 1.5, 2, 2.5, 3.5 and phillips tools: #00, #0, #1. 
Pico 7-piece hex ball end set 26493 includes: 1//16, 5//64, 3//32, 7//64, 1//8, 9//64, 5/32. Pico soft grip precision 
screwdriver sets come standard in rugged canvas pouch. 


@ Handles proportioned to blade size for optimum 
torque 
@ Free turning precision finger control cable 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
26493 7-Piece Hex Ball End Set 84K5376 57.96 
26193 8-Piece Slotted & Phillips Set 84K5347 64.94 
26093 8-Piece Slotted Soft Grip Set 84K5337 63.77 
PIM_89322 


PROFESSIONAL INSULATED SCREWDRIVER 


wiha® 


Premium Tools 


— «= 


Features: © Solid core SoftFinish® handle with outer cushion 
© Tested to 10,000V — Certified to 1000VAC or grip — delivers more torque 
1500VDC @ Responds to OSHA's use specification 29 


CFR1910 

© Meets insulation test standards according to: EN/ 
IEC 60900, ASTM F-1505-01, VDE spec. 0682/part 
201, DIN 7437, NFPA70E 


@ High-alloy chrome-vanadium-molybdenum steel 
blades, black finish, hardened to average 58/60RC 

@ Insulation molded directly onto the blade for 
permanent bonding 


Other sizes and styles are available; go online or call. 


Tip Blade Overall Price Each 
Mfg. Part No. Size Length Length Stock No. 1+ 
32015 3.5mm 100mm 204mm 91B7995 7.56 
PIM_163091 


PROFESSIONAL INSULATED SCREWDRIVER SETS é 
wiha 


Premium Tools 


32090 32092 


32094 


32590 32190 
Features: ® Solid core SoftFinish® handle with outer cushion 
© Tested to 10,000V — Certified to 1000VAC or grip — delivers more torque 
1500VDC @ Responds to OSHA's use specification 29 


CFR1910 
@ Meets insulation test standards according to: EN/ 
@ Insulation molded directly onto the blade for IEC 60900, ASTM F-1505-01, VDE spec. 0682/part 
permanent bonding 201, DIN 7437, NFPA70E 
Mfg. part no. 32090 4-pc. insulated slotted and Phillips® screwdriver set includes slotted metric sizes: 3.5mm, 
4.5mm and Phillips® sizes: #1, #2. 


@ High-alloy chrome-vanadium-molybdenum steel 
blades, black finish, hardened to average 58/60RC 
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TOOLS & ACCESSORIES 
SCREWDRIVERS & ACCESSORIES 


PROFESSIONAL INSULATED SCREWDRIVER SETS (CONT.) 

Mfg. part no. 32092 6-pc. insulated slotted and Phillips® screwdriver set includes slotted metric sizes: 3.5mm, 
4.5mm, 6.5mm and Phillips® sizes: #1, #2 & #3. 
Mfg. part no. 32093 10-pc. insulated slotted and Phillips® screwdriver set includes slotted metric sizes: 2mm, 
2.5mm, 3mm, 3.5mm, 4.5mm, 6.5mm and Phillips® sizes: #0, #1, #2 & #3. 

Mfg. part no. 32094 13-pc. insulated slotted and Phillips® screwdriver set includes slotted metric sizes: 2mm, 
2.5mm, 3mm, 3.5mm, 4.5mm, 5.5mm, 6.5mm, 8mm, 10mm and Phillips® sizes: #0, #1, #2 & #3. 

Mfg. part no. 32590 6-pc. insulated Torx® screwdriver set includes sizes: T8, T9, T10, 715, T20, T25. 

Mfg. part no. 32190 15-pc. insulated slotted, Phillips® and nut driver set includes slotted metric sizes: 2mm, 
2.5mm, 3mm, 3.5mm, 4.5mm, 6.5mm, 8mm and Phillips® sizes: #1, #2 & #3 and inch nut sizes: 1/4”, 5/16”, 3/8”, 
7/16”, 1/2”. All packaged in a zippered tool case. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
32190 15-Pc. Insulated Screwdriver & Nut Driver Set 10J2022 236.64 
32090 4-Pc. Insulated Screwdriver Set 90F7775 36.24 
32092 6-Pc. Insulated Screwdriver Set 90B2680 65.37 
32590 6-Pc. Insulated Torx® Screwdriver Set 2801410 53.43 
PIM_68842 
Tool 
Price per 
Kit 
Mfg. Part No. Description Stock No. 1+ 
32094 13-Pc. Insulated Screwdriver Set 27K5588 141.49 
PIM_5513299 
Slot 
Price per 
Kit 
Mfg. Part No. Stock No. ike 
10-Pc. Insulated Screwdriver Set 
32093 95C0698 95.11 
PIM_5513298 


PROFESSIONAL INSULATED TOOL SETS 


wiha® 


Premium Tools 


32888 


PTTL 


32895 32874 


32877 32896 
Features: 201, NFPA70E 
© Tested to 10,000V — Certified to 1000VAC or @ Precision crafted from special tool steel 
1500VDC @ High frequency induction hardened 


® Meets insulation test standards according to: EN/ 
IEC 60900, ASTM F-1505-01, VDE spec. 0682/part 
Mfg. part no. 32891 - 10-Piece insulated pliers and slotted/Phillips® screwdriver set includes 8" combination 
pliers, 8" long-nose pliers, 8” side cutter, 6.75” cable cutter, 6.3” universal wire stripper, and insulated 
screwdrivers in slotted metric sizes: 4.5mm, 6.5mm and Phillips® sizes: #1, #2, #3. All packaged in a zipper 
storage case. 
Mfg. part no. 32888 - 11-Piece insulated pliers and slotted Phillips® screwdriver set includes 8” combination 
pliers, 6.3” long-nose pliers, 6.3” stripping pliers, 6.3" side cutter, and insulated screwdrivers in slotted metric 
sizes: 2.5, 3.5, 4.5, 6mm and Phillips® sizes #0, #1, #2. All packaged in a handy canvas pouch. 
Mfg. part no. 32895 - 14-Piece insulated pliers and slotted Phillips® screwdriver set includes 9” combination 
pliers, 8” long-nose pliers, 6.3” stripping pliers, 6.3” side cutter, 8” high-leverage cutter and insulated 
screwdrivers in slotted metric sizes: 2, 2.5, 3, 3.5, 4.5, 6.5mm and Phillips® sizes: #1, #2, #3. All packaged in 
a zipper tool case. 
Mfg. part no. 32896 - 31-Piece Master Electricians insulated tool set includes 9” combination pliers, 6.3" and 8” 


> CONTINUED > 


elementiy 1233 


@ High-visibility comfort grip handles 


TOOLS & ACCESSORIES 


SCREWDRIVERS & ACCESSORIES 


PROFESSIONAL INSULATED TOOL SETS (CONT.) 


long-nose pliers, 6.3” stripping pliers, 6.3” round-nose pliers, 7” Linemans pliers, 8” high-leverage cutter and 6.3” 
side cutter. Insulated screwdrivers in slotted metric sizes: 2, 2.5, 3, 3.5, 4.5, 5.5, 6.5, 8 and 10mm and Phillips® 
sizes: #0, #1, #2, #3. Insulated nut drivers in inch sizes: 5/32”, 3/16", 7/32”, 1/4”, 5/16”, 3/8”, 7/16", 1/2”, 9/16”. 
Plus a 6-ft fiberglass folding ruler all packaged in a durable folding case. 

Mfg. part no. 32874 - 48-Piece professional insulated tool set includes 6.3” combination pliers, 6.3” and 8” 
long-nose pliers, 6.3” stripping pliers, 9" combo plier/crimper, 6.3” side cutter, 8” high-leverage cutter and 8” 
adjustable wrench. Insulated screwdrivers in slotted metric sizes: 2, 2.5, 3, 3.5, 4, 4.5, 5.5, 6, 6.5 and 8mm; 
Phillips® sizes: #0, #1, #2, #3; Square sizes: #1, #2; Slt/Ph Terminal sizes: #1, #2; Torx® sizes: T8, T9, T10, 
T15, T20, 125, T27, T30; T-handle hex sizes: 5/32”, 3/16”, 7/32”, 1/4”, 5/16”, 3/8”. Insulated nut drivers in inch 
sizes: 7/32", 1/4”, 5/16", 3/8", 7/16", 1/2”. Plus a ruler and cable knife all packaged in a durable molded tool case. 
Mfg. part no. 32877 - 80-Piece Master Electricians insulated tool set includes: 6.3” and 8” long-nose pliers, 6.3” 
stripping pliers, 6.3” bent-nose pliers, 6.3” long flat-nose pliers, 9” combination plier/crimper, 8.3” cable cutter, 
8" high-leverage cutter, 6.3” diagonal cutter and 8” adjustable wrench. Insulated screwdrivers in slotted metric 
sizes: 2, 2.5, 3, 3.5, 4, 4.5, 5.5, 6, 6.5, 8, 10mm; Phillips® sizes: #0, #1, #2, #3; SIt/Ph Terminal sizes: #1, #2; 
Square sizes: #1, #2; Torx® sizes: T6, T7, T8, T9, T10, T15, T20, T25, T30; T-handle hex in metric sizes: 4, 5, 
6, 8mm and inch sizes: 5/32”, 3/16”, 7/32”, 1/4”, 5/16”, 3/8”. Insulated L-key in sizesL 1/2” and 10mm. Insulated 
nut drivers in inch sizes: 7/32”, 1/4”, 5/16", 3/8”, 7/16” and metric sizes: 5, 5.5, 6, 7, 8, 10 and 13mm. Insulated 
sockets in inch sizes: 1/2”, 9/16”, 5/8”, 11/16”, 3/4”, 13/16”, 7/8” and metric sizes: 13, 14, 15, 17, 19, 20 and 
22mm. Insulated 3/8”-Dr. ratchet and 4.9” insulated extension. Plus a ruler and 50mm cable knife all packaged 
in a durable molded tool case. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
32891 10-Pc. Professional Insulated Pliers and Screwdriver Set 2801425 297.28 
32888 11-Pc. Professional Insulated Pliers and Screwdriver Set 33M7686 226.62 
32895 14-Pc. Professional Insulated Pliers and Screwdriver Set 92H2165 356.77 
32896 31-Pc. Master Electrician’s Insulated Tool Set 1032310 — 
32874 48-Pc. Professional Insulated Tool Set 65R6610 981.52 
32877 80-Pc. Master Electrician’s Insulated Tool Set 65R6611 2021.81 
PIM_68841 


6-IN-1 MULTI-BIT INSULATED SCREWDRIVER SET 


wiha® 


Premium Tools 


iAndnd 


® Six tools in one! © Insulated 1/4” bit holder 
@ 1000 volt rated @ Impact resistant 


Mfg. part no. 38006 6-in-1 multi-bit insulated screwdriver set features PowerHandle with snap-lock rotatable 
cap, chambered bit holder for storing bits, insulated chrome-plated steel shaft and stainless steel magnetic bit 
holder. Set includes the following six 1/4” bits: slotted metric sizes: 5.5mm, 6.5mm, 8.0mm and Phillips sizes: 
#1, #2 , #3. Blade length: 4.7”. Overall length: 9”. 


Price Each 
Mfg. Part No. Description Stock No. a 
38006 6 in 1 Multi Bit Insulated Screwdriver Set 90F7774 — 
PIM_68839 


6-IN-1 MULTI-BIT STUBBY SCREWDRIVER SET - 
wiha® 


Premium Tools 


®@ Six tools in one! 

@ Just 2.5” over all length 
Mfg. part no. 38043 6-in-1 multi-bit Stubby screwdriver set features an ergo 2.5” soft grip handle with 

removable, easy-access snap cap for storing bits and stainless steel magnetic bit holder. Set includes the 

following six industrial bits: slotted metric sizes: 4.5mm, 6.5mm, Phillips sizes: #1, #2, and Pozi sizes: #1, #2. 
Price Each 

Stock No. 1+ 


11R6730 27.28 


© SoftFinish® cushioned grip for comfort 


Mfg. Part No. 
38043 


PIM_163082 


Description 
6 in 1 Multi Bit Stubby Screwdriver Set 


ADJUSTABLE TORQUE-CONTROL SCREWDRIVER BIT 
SETS 


wiha® 


Premium Tools 


28595 
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28589 


@ Indicates RoHS Compliant | Find Datasheets Online 


ADJUSTABLE TORQUE-CONTROL SCREWDRIVER BIT SETS (CONT.) 

Mfg. part no. 28589 Master 59-pc. torque-control screwdriver bit set with three TorqueVario adjustable torque 
drivers: 15 to 80 in-oz, 5 to 10 in-lbs and 10 to 50 in-lbs. Set includes Torx® bits: T5, T6, T7, T8, T9, T10, T15, 
T20, 125, T30; hex metric bits: 1.5, 2, 2.5, 3, 4, 5, 6mm; hex inch bits: 0.05, 1/16, 5/64 ,3/32, 7/64, 1/8, 9/64, 
5/32, 3/16, 7/32, 1/4”; square bits: #1, #2, #3; Pozi® bits: #1, #2; Phillips® bits: #0, #1, #2; and slotted inch bits: 
3/16, 7/32, 1/4”. Plus sockets (metric): 4, 4.5, 5, 5.5, 6, 7, 8mm; sockets (inch): 5/32, 3/16, 7/32, 1/4, 9/32, 5/16, 
3/8"; hex-square adapter, bit holder, torque setting tool and storage box. 

Mfg. part no. 28595 51-pc. torque-control 14" screwdriver bit set with mfg. part no. 28506 adjustable torque 
driver (10 

to 50 in-Ibs). Set includes 48 1/4" drive insert bits: slotted (metric): 4.5, 5.5, 6.5, 8mm; Phillips®: #0, #1, #2, #3; 
Torx®: T6, T7, T8, T9, 710, T15, T20, T25; Hex (inch): 16, 564, 332, 744, 18, 964, 932, 3/16"; Hex (metric): 
1.5, 2, 2.5, 3, 4, 5, 6, 8mm; 

Tri-Wing: #0, #1, #2, #3, #4; Torque Set: #4, #5, #6, #8; Square: #1, #2, #3; and Pozi-Drive: #0, #1, #2, #3. 
Plus 14" ball 

retainer bit holder (non-magnetized); torque setter adjustment tool and storage box 

Mfg. part no. 28590 24-Pc. torque-control 4mm MicroBit set with mfg. part no. 28504 adjustable torque driver 
(7.5 to 

20 in-Ibs). Set includes slotted metric micro bits: 1.5, 2, 3, 4mm; Phillips® micro bits: #00, #0, #1; Torx® micro 
bits: T6, 

T7, T8, T9, T10, T15; and hex inch micro bits: 0.05, 16, 564, 332, 744, 18, 964, 532". Plus torque setter 
adjustment tool and 

storage box 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
28595 51 Pc. Torque Control Screwdriver Bit Set 1031841 291.79 
28589 59 Pc. Master Torque Control Screwdriver Bit Set 27R1474 594.62 
PIM_162391 
Basic 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
28590 24-Pc. Torque-Control MicroBit Set 73H5965 127.91 
PIM_5513282 


SCREWDRIVER BIT COLLECTOR SETS 


wiha® 


Premium Tools 


Ai=z 


® Professional quality @ Packaged in a compact durable molded storage 

@ Precision machined exact fit tips box 

@ Hardened CRM72 premium tool steel 

Mfg. part no. 71991 ClicFix 39-pc. standard and security bit collector set with standard handle, 4” ClicFix quick- 
release bit holder and 4” drive bit-holding socket. Set includes standard bits in slotted metric sizes: 6.5mm, 
8mm; Phillips® sizes: #1, #2; Pozidriv® sizes: #0, #1, #2, #3; and square sizes: #1, #2, #3. Security bits in TR- 
Hex sizes: 5/64, 3/32, 7/64, 1/8, 9/64, 5/32; TR-Torx® sizes: TR8, TR10, TR15, TR20, TR25, TR27, TR30, TR40; 
Spanner sizes: #4, #6, #8, #10; Tri-Wing sizes: #1, #2, #3, #4; and Torg-Set sizes #6, #8, #10. 

Mfg. part no. 71990 39-pc. standard and security bit collector set with standard bit-holding handle, 14" magnetic 
bit holder and 1/4" drive bit-holding socket. Set includes standard bits in slotted metric sizes: 6.5mm, 8mm; 
Phillips® sizes: #1, #2; Pozidriv® sizes: #0, #1, #2, #3; and square sizes: #1, #2, #3. Security bits in TR- Hex 
sizes: 564, 332, 744, V8, 964, 532; TR-Torx® sizes: TR8, TR10, TR15, TR20, TR25, TR27, TR30, TR40; 
Spanner sizes: #4, #6, #8, #10; Tri-Wing sizes: #1, #2, #3, #4; and Torq-Set sizes #6, #8, #10. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
71991 39-Pc. ClicFix Standard and Security Bit Collector Set 96H9089 106.98 
71990 39-Pc. Standard and Security Bit Collector Set 97B2481 109.39 
PIM_68837 


31-PIECE XL-SELECTOR BIT SETS 


© Industrial quality through hardened bits 

© Small pocket-sized versions also available 

© Tip-out drawer holds ten bits, bits always visible 
opened or closed 

@ Small sets include “clicfix “ quick-release magnetic 
bit holder 

@ Made in Germany 


wiha® 


Premium Tools 


Mfg. part no. 79490 security bit set includes spanner 
bits: #4, #6, #6, #10; tri-wing bits: #2, #3, #4, #5; Torx® 
set bits: #6, #8, #10; security Torx® bits: T7, T8, T9, 
T10, T15, T20, T25; security hex: 5/64, 3/32, 7/64,1/8, 
9/64, 5/32, 3/16; square bits: #1, #2; Pozi bits- #1, #2; 
slotted bit: 6.5; Phillips bits: #1, #2; and 1/4 magnetic 


bit holder. 
Price Each 
Mfg. Part No. Stock No. 1+ 
79490 84K6855 83.18 
PIM_89321 
BIT-SELECTORS 


wiha® 


7 Premium Tools 
Bits-Selector 
D ew 
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BIT-SELECTORS (CONT.) 
Included in this set is: 10 hardened bits of chrome-vanadium-molybdenum steel, 1/4” magnetic bit holder. Slide- 
out drawer allows quick bit access. 
Mfg. part no. 79243 10-bit set includes slotted sizes: 5.5, 6.5, 8.0mm. Phillips sizes: #0, #1, #2, #3. Torx® 
sizes: T10, T15, T20. 


Price Each 
Mfg. Part No. Stock No. i+ 
79243 93F2754 ats 
79245 2802453 23.75 
79247 2802455 35.62 


TOOLS & ACCESSORIES 


SC DRIVERS & ACCESSORIE: 
Xcelite 


»Weller’ 


SLOTTED SCREWDRIVERS 


— 


$3163 


S14it 
Blades are AISI 6150 chrome vanadium steel finished in bright nickel chrome with plastic handles. Additional 


PIM_68840 
blade sizes available; go online or call. 
Tip Blade Overall Price Each 
js e Ee 
PRO-SERIES ERGONOMIC SCREWDRIVERS AND SETS Xcelite’ Mfg. Part No. Size Length Length Stock No. Ae 
_— ____—§ iD : Round Blades 
Roi = oMeller R3322 2.38 mm Simm 108mm 34F250 4.10 
7a R3323 2.38 mm 76mm 133mm 34F251 4.14 
[ = awe a R3324 2.38 mm 102mm 169mm 34F252 6.00 
= | R181 3.18 mm 51mm 108mm 34F277 3.90 
Gae—_—_—_ R182 3.18 mm 51mm 117mm 34F254 4.32 
= R183 3.18 mm 76mm 133mm 34F253 5.30 
es R183BK 3.18 mm 76mm 133mm 32H1386 3.75 
eee? ae R184 3.18 mm To2mm 168mm 34F255 7.20 
@ ESD safe to protect sensitive equipment friction when being turned 
Ergonomically designed handles allow for © Narrow pinch grip for added comfort and control R186 3.18 mm 152mm 219mm 34F256 7.90 
sustained high torque with minimal slippage and @ Thumb bolster allows added downward force R188 3.18 mm 203mm 270mm 34F257 = 
muscle fatigue © Satin finish chrome molybdenum vanadium steel : 3.18 254i 321 F258 = 
@ Handle core is shockproof plastic with soft rubber shafts provide durability e180 aikcBUlLy mm a dg 
outer-coating for comfort and slip resistance © Specially treated black oxide tips eliminate light R5323 3.96 mm 76mm 143mm 34F259 5.61 
© Smooth, shatterproof handle cap for minimal reflection R5324 3.96 mm 102mm 168mm 34F260 6.00 
Mfg. part no. XPE500 5-piece Pro-Series slotted and Phillilps® screwdriver set includes: mfg. part nos. R3163 4.77 mm 76mm 468mm 34F263 8.60 
XPE184, XPE3166, XPE144, XPE101 and XPE102. Mfg. part no. XPE700 7-piece Pro-Series slotted and a7 102 Tod 34F264 
Phillips® screwdriver set includes: mfg. part nos. XPE184, XPE5324, XPE3166, XPE144, XPE5166, XPE101 R3164 iu) mm fom 8.53 
and XPE102. R3166 477mm 152mm 244mm 34F265 10.50 
Tip Blade Overall Price Each R3168 4.77 mm 203mm 295mm 34F266 9.36 
Mfg. Part No. Size Length Length Stock No. 1+ R31610 4.77 mm 254mm 346mm 34F267 ee 
XPE184 3.18 mm 102mm 168mm 17C6653 6.60 R144 6.35 mm 102mm 206mm 34F269 10.70 
XPE5324 3.96 mm 102mm 171.45mm 17C6657 8.20 R146 6.35 mm 152mm 257mm 34F270 10.77 
XPE3166 477mm 152.4mm 247.65mm 1706654 10.00 R1410 6.35 mm 254mm 359mm 34F272 15.30 
XPE144 6.35 mm 102mm 200.02mm 1706652 11.10 R5166 7.93 mm 152mm 267mm 34F273 12.00 
PIM_66396 Square Blades 
$3161 4.77 mm 32mm 83mm 34F275 = 
Tool $3164 4.77 mm 102mm 194mm 34F204 = 
Price Each S141 6.35 mm 32mm 83mm 34F276 = 
Mfg. Part No. Description Stock No. 1+ 5388 see mam 20eint Siem eae = 
XPE500 5-Piece Pro Series Screwdriver Set 1706655 47.40 PIM_6727 
XPE700 7-Piece Pro Series Screwdriver Set 1706658 67.00 
PIM_5513306 99 SERIES INTERCHANGEABLE DRIVER BLADES, . ® 
SHANKS AND HANDLES ceiite 
Phillips »yWeller’ 
7 — = ee 
Tip Blade Overall ricEch —— 
Mfg. Part No. Size Length Length Stock No. 1+ 9911 9925 oe a 
XPE101 #1 76mm 171.45mm 176650 8.00 : = 2 = = 
XPE102 #2 102mm 196.85mm 1706651 11.10 ie 
PIM_5513305 s 991 
Y 
ESD-SAFE 6-PC. PRECISION SCREWDRIVER SETS . ® 995ESD 994R 
© Smooth-turning concave swivel caps for comfort and control ce | © Ti Price Each 
© Chrome-molybdenum vanadium steel blades for superior strength Weller’ in Blad Overall (Grice EACIy 
© Snap-lock plastic carrying case iio wiaapan a : a ih Pea eraser Ae 
Mfg. part no. XP600 is a 6-piece screwdriver set ora: eng eng OCR 
that includes: 1.5mm, 2.0mm, 2.5mm, 3.0mm slotted 9921 1/46 mm 102mm 102mm 35F3125 a 
screwdrivers; #0, #00 Phillips® tip screwdrivers. 9924 41/8 mm 102mm 102mm 35F3129 6.29 
Mfg. part no. XPT600 is a 6-piece Torx® screwdriver 
set that includes: #5 pt., #6 pt. standard Torx® tip 9920 1.27 mm enn on SR 6.63 
driver, #7 pt., #8 pt., #10 pt. #15 pt. tamperproof 99764 2.7mm 102mm 102mm 35F3128 6.29 
Torx® tip driver. 9926 3/16 mm 102mm 102mm 35F3132 6.29 
9923 3/32 mm 102mm 102mm 35F3127 6.29 
99821 4.76 mm 102mm 102mm 35F3137 6.88 
99811 4.76 mm 102mm 102mm 35F3136 8.10 
9925 5/32 mm 102mm 102mm 35F3131 6.29 
9922 5/64 mm 102mm 102mm 35F3126 6.29 
a ericelEachy 998 6.35 mm 92.07mm 115.88mm 35F3114 7.99 
Mfg, Part No. Description __ stockiNo: le 99822 6.35 mm 102mm 102mm 35F3138 8.00 
XP600 ESD-Safe Swivel-Cap Screwariver Set 92B0521 41.30 99250 6mm 102mm 102mm 35F3135 6.88 
XPTX600 ESD-Safe Swivel-Cap Torx® Screwdriver Set 92B0539 46.40 99964 9/64 mm 102mm 102mm 35F3130 = 
PIM_48788 PINS737 
Tool 
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TOOLS & ACCESSORIES 
SCREWDRIVERS & ACCESSORIES 


Tool (CONT.) 


Price Each 
Mfg. Part No. Height Stock No. 1+ 
993 2 35F3111 = 
994 3.5” 94F436 GL) 
991 4” 34F398 7.70 
995ESD 4 71R7419 2 
PIM_5513280 
Nut 
Drive Blade Overall Price Each 
Mfg. Part No. Size Length Length Stock No. 1+ 
996 4.762mm 92.07mm 115.88mm 35F3112 6.88 
997 §.556mm 92.07mm 115.88mm 35F3113 7.99 
9910 7.937mm 92.07mm 115.88mm 35F3117 a5 
9914 8.731mm 92.07mm 115.88mm 35F3119 3.77 
9912 9.525mm 92.07mm 115.88mm 35F3120 9.40 
9914 11.112mm 102mm 130.17mm 35F3122 4.84 
9916 12.7mm 102mm 130.17mm 35F3123 9.98 
PIM_5513275 
Extension 
Price Each 
Mfg. Part No. Stock No. 1+ 
99X5 35F3139 = 
99X10 35F3140 12.60 
PIM_5513276 
Hex Driver Bits 
Bit Price Each 
Mfg. Part No. Size Length Stock No. 1+ 
9923BP 3/32” 25mm 94F433 12.90 
9925BP 5/32" 25mm 98F1009 11.56 
PIM_5513277 
Hand 
Price Each 
Mfg. Part No. Stock No. 1+ 
9938 35F3133 13.32 
PIM_5513278 
Phillips 
Tip Blade Overall Price Each 
Mfg. Part No. Size Length Length Stock No. 1+ 
99820 #0 102mm 102mm 99F7410 6.88 
PIM_5513279 
PHILLIPS SCREWDRIVERS Xcelite 
Weller’ 


All have plastic handles. $X101 and SX102 are stubby type. P12S has pocket clip. Super Tru-Tips have black 
oxide tips for longer wear. 


Tip Blade Overall Price Each 

Mfg. Part No. Size Length Length Stock No. 1+ 
P12S #0 5imm 108mm 34F289 5.60 
SX101 #1 37mm 87mm 34F287 8.18 
X101 #1 76mm 168mm 34F290 en 
X108 #1 152mm 244mm 34F294 11.30 
X1010 #1 254mm 346mm 34F295 12.70 
SX102 #2 33mm 86mm 34F288 8.97 
X102 #2 102mm 206mm 34F291 10.90 
X1020 #2 254mm 359mm 34F296 aa 
X103 #3 152mm 267mm 34F292 13.20 

Super Tru-Tip 
XST-100 #0 50mm 117mm 35F1433 6.87 
XST101 #1 76mm 168mm 35F1434 9.14 
XST102 #2 102mm 206mm 35F1435 es 
XST1020 #2 254mm 359mm 10B766 15.84 
PIM_48794 


@ Indicates RoHS Compliant | Find Datasheets Online 


SCREWDRIVER SETS 


Xcelite 


tyWeller’ 


M60 


XL70 


Mfg. part no. XL70 19-piece midget reversible ratchet screwdriver set. Ideal for all work involving Allen hex head 
type, Phillips® and slotted screws. Driver bits 1/4” hex shank. Allen hex sizes: 0.050, 1/16, 5/64, 3/32, 7/64, 1/8, 
9/64, 5/32, 3/16, 7/32, 1/4, 5/16”. Phillips® screw bits: #1, #2, 3/16”, 1/4” slotted screw bit. Adapter bit, reversible 
ratchet, spinner-extension and plastic case. Hot drop forged cutlery steel. 

Mfg. part nos. PS88 and M60 compact midget screwdriver sets come with “piggyback” torque amplifier handle 
that slips over drivers for better gripping. Mfg. part no. PS88 set includes 3 Phillips® and 5 slotted drivers with 
blade diameters from 3/32” to 1/4”. Mfg. part no. M60 set consists of 5 jeweler’s blades and 1 Phillips® blade 
for detailed work. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
XL70N 19-Pc. Midget Reversible Ratchet Screwdriver Set 35F200 119.00 
M60 6-Pc. Compact Jeweler's and Phillips Midget Screwdriver Set 35F206 26.70 
PS88 9-Pc. Compact Convertible Screwdriver Set 34F375 55.00 
PIM_5731 


ESD-SAFE DISSIPATIVE PRECISION DRIVER SETS 


wiha® 


Premium Tools 


27399, 27590, 27591 27790, 27791 


27390 


@ Impact-resistant, ESD static dissipative handle © Rotating cap for precise turning and control with 


material — 106 to 109 ohms surface resistance fingertip 
@ Meets ESD standard IEC 61340-5-1 @ High-performance chromed-finish CVM steel 
@ Ideal for working on sensitive electronic blades 


components 
@ Molded-on, slim tapered handles allow rapid 
rotation and are proportioned to blade size 


Mfg. part no. 27399 8-pc. ESD-safe precision slotted and Phillips® screwdriver set includes slotted metric 
sizes: 1.5mm, 2mm, 2.5mm, 3mm and Phillips® sizes: #000, #00, #0, #1. All packaged in a canvas tool pouch. 
Mfg. part no. 27590 8-pc. ESD-safe precision metric hex driver set includes sizes: 0.7mm, 0.9mm, 1.3mm, 
1.5mm, 2mm, 2.5mm, 3mm, 4mm. All packaged in a canvas tool pouch. 

Mfg. part no. 27591 8-pc. ESD-safe precision inch hex driver set includes sizes: 0.05”, 1/16”, 5/64”, 3/32”, 7/64”, 
1/8”, 9/64", 5/32”. All packaged in a canvas tool pouch. 

Mfg. part no. 27790 8-pc. ESD-safe precision metric nut driver set includes sizes: 1.5mm, 2mm, 2.5mm, 3mm, 
3.5mm, 4mm, 5mm, 5.5mm. All packaged in a canvas tool pouch. 

Mfg. part no. 27791 8-pc. ESD-safe precision inch nut driver set includes sizes: 3/32”, 7/64”, 1/8”, 9/64”, 5/32”, 
3/16”, 7/32”, 1/4”. All packaged in a canvas tool pouch. 


@ Hardened, precision ground tips for exact fit, 
Chromtop finish to long life 


Mfg. part no. 27390 7-pc. ESD-safe precision slotted and Phillips® screwdriver set includes slotted metric sizes: 
1.5mm, 2mm, 2.5mm, 3.5mm and Phillips® sizes: #00, #0, #1. 
Mfg. part no. 27393 7-pc. ESD-safe precision extra-long slotted and Phillips® screwdriver set includes slotted 
metric sizes: 2mm, 2.5mm, 3mm, 3.5mm, 4mm and Phillips® sizes: #0, #1. 
Price Each 
Mfg. Part No. Description StockNo.| 1+ 
27393 7-Pc. ESD-Safe Precision Long Slotted and Phillips Screwdriver Set | 84K5409 | 66.95 
27591 8-Pc. ESD-Safe Precision Inch Hex Driver Set 27K5436 | 61.76 
27590 8-Pc. ESD-Safe Precision Metric Hex Driver Set 27K5435 = 
27399 8-Pc. ESD-Safe Precision Slotted and Phillips Screwdriver Set | 27K5423 = 
PIM_68835 
Sets 
Price Each 
Mfg. Part No. Description StockNo. | 1+ 
27791 8-Pc. ESD-Safe Precision Inch Nut Driver Set 27K5450 _ 
27790 8-Pc. ESD-Safe Precision Metric Nut Driver Set 27K5449 81.30 
PIM_5513296 
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TOOLS & ACCESSORIES 


SCREWDRIVERS & ACCESSORIES 
Tool REFLEX™ T®-STRIPPER WIRE STRIPPERS (CONT.) 
Price Each Stripping Price Each 
Mfg. Part No. Description Stock No. 1+ Mfg. Part No. AWG Stock No. ke 

27390 7-Pc. ESD-Safe Precision Slotted and Phillips Screwdriver Set | 2003545 = 45-418 16AWG to 8AWG 93B5083 27.27 

PIM_5513297 45-415 18AWG to 10AWG 95B7140 25.08 

45-416 26AWG to 16AWG 48F6884 25.08 

99 SERIES TOOL SERVICE KITS e ® 45-417 30AWG to 22AWG 95B7141 27.61 

Xcel ite PIM_47776 
Weller’ 


99 SM 


99 series screwdrivers, nutdrivers, blades and handles are all interchangeable. Handles feature spring devices 
which hold blades firmly and permit quick, easy insertion. 

Mfg. part no 99PS-60 11-piece Bristol multiplespline socket screwdriver set. Contains handle, extension and 9 
4" 6-flute Bristol blades: 0.048", 0.060", 0.069” (4-flute), 0.072”, 0.076” (4-flute), 0.096", 0.111”, 0.145”, 0.183", 
clear plastic case. 

Mfg. part no 99 SM or 99SMX 23-piece kits each contain: regular screwdriver handle, stubby screwdriver 
handle, 9 regular nutdrivers, 3 stubby nutdrivers. 2 slotted screwdrivers, 2 Phillips screwdrivers, reamer, 
extension, long-nose 6” pliers, 5” diagonal pliers, 6” adjustable wrench and wire stripper/cutter. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
99PS60N 11-Piece Bristol Multiple Spline Socket Screwdriver Set 34F340 pas 
PIM_5735 
Tool 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
99 SM 23-Piece Tool Set with Canvas Case 34F388 = 
99SMX 23-Piece Tool Set with Hard Plastic Case 87F714 = 
PIM_5511075 


KINETIC SUPER™ AND KINETIC REFLEX™ WIRE 
STRIPPERS 


Visor, 


45-715 45-716 


45-918 
Compact, lightweight and easy-to-use, the Kinetic™ series of wire strippers have an ergonomic design to 


reduce muscle fatigue and handle grips that wick away perspiration. The Thumb Valley ™ guide and precision 
stripping holes offer a high level of stripping accuracy and maintain the tightest stripping tolerances for consistent 
and reliable performance. Plus, the Kinetic Reflex™ wire strippers feature curved handles for added comfort. All 
models strip both solid and stranded wire. 
Stripping Price Each 
Mfg. Part No. AWG Stock No. i+ 
Kinetic Reflex™ 
45-918 16AWG to GAWG 23K9691 36.86 
45-915 20AWG to 10AWG 23K9690 36.86 
Kinetic Super™ 
45-715 20AWG to 10AWG 9000008 41.96 
45-716 26AWG to 14AWG 90C0009 41.96 
PIM_73635 


REFLEX™ T®-STRIPPER WIRE STRIPPERS 


Reflex™ T@®-Stripper wire strippers feature an ergonomic design that reduces wrist fatigue. Includes precision 
form-ground stripping holes and knife-type blades for solid and stranded wire. Features injection molded 
handles, wire looping holes, and plier-type nose ends. 


> CONTINUED > 
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STRIPMASTER™ LITE WIRE STRIPPERS 


ae 


Virgo 


® 


Stripmaster™ Lite has the capability to strip from 12-30 AWG yet it's 50% lighter than Stripmaster™, needs 33% 
less effort to operate and is 3/4 the size. Features the same knife-type blade design. 


Stripping Stripping Price Each 
Mfg. Part No. AWG Capacity Stock No. the 
45-671 22AWG to 16AWG 22.225mm 93F8755 80.64 
45-672 30AWG to 24AWG 22.225mm 93F8756 80.64 
PIM_7425 


STRIPMASTER™ WIRE STRIPPERS PS 
IDEAL 


® 


Stripmaster™ wire stripper features single-squeeze operation and automatically holds jaw open for removing 
wire without crushing end. Perfect for lighter PVC, THHN and similar insulations. Includes knife-type stripping 
blades, die-cast body and frame with cushioned hand grips. Capability to strip from 8-30 AWG depending on 
model. Many more models are available; go online or call. 
Stripping Stripping Price Each 
Mfg. Part No. AWG Capacity Stock No. the 
45-092 22AWG to 10AWG 22.225mm 84F505 58.03 
45-093 22AWG to 14AWG 22.225mm 58F553 60.34 
45-097 26AWG to 16AWG 22.225mm 58F554 60.34 
45-098 30AWG to 20AWG 22.225mm 58F555 60.34 
PIM_7442 
T®-STRIPPER WIRE STRIPPERS % g 
IDEALS 
45-120 


T®-Strippers feature precision form-ground stripping holes and knife-type blades for solid and stranded wire. 
All feature new injection molded handles, wire looping holes and plier-type nose ends. Super T®-Strippers also 
include wider, curved handles, a locking pawl, and 6-32 and 8-32 treaded bolt cutting holes. 


Stripping Price Each 
Mfg. Part No. AWG Stock No. 1+ 
45-120 20AWG to 10AWG 58F586 15.87 
45-125 32AWG to 22AWG 59F1103 23.26 
PIM_5691 
WIRE STRIPPERS AND CUTTERS : 
JONARDTOOLS 
Mfg. part no. JIC-1022 wire stripper and cutter is designed 
to strip and cut the most commonly used stranded and single 
wire gauges 10 to 22 AWG and 2-3 mm fiber jackets. Mfg. part no. 
JIC-1626 is designed for 16-26 AWG wire and mfg. part no. JIC-2030 
for 20-30 AWG wire. Other features include a coil spring opening to 
reduce fatigue, wire looping, bending holes conveniently located, 
black oxide finish, locking mechanism, and cutting surfaces that are 
hardened, tempered and ground for superior performance. Length: 6 
3/4”. Wt: 4.5 oz. 
> CONTINUED > 
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TOOLS & ACCESSORIES 
WIRE STRIPPERS 
WIRE STRIPPERS AND CUTTERS (CONT.) 
Stripping Stripping Wetics/Eschh 
Mfg. Part No. AWG Capacity Stock No. 1-4+ 
JIC-1022 22AWG to 10AWG 0.64mm to 2.6mm 51M0207 11.95 
JIC-1626 26AWG to 16AWG 0.4mm to 1.29mm 61M0802 11.95 
JIC-2030 30AWG to 20AWG 0.25mm to 0.81mm 61M0803 11.95 
PIM_139062 
WIRE STRIPPERS 
1240 200 


12 42 195 


12 62 180 


SELF-ADJUSTING INSULATION STRIPPER 

Mfg. Part No. 12 40 200 - For single, multiple and fine-stranded wire cables with plastic or rubber insulation. 
Adjusts automatically to the respective cable cross-section, which prevents damage to the conductor. Cutting 
depth can be adjusted for different insulation materials. With wire cutter for copper and aluminium wires, multiple 
strand up to 10mm? and single strand up to 6mm?. Smoothly operating mechanism. Easily interchangeable 
blades and plastic jaws. Low weight. Body made of tough fibreglass reinforced plastic. 
SELF-ADJUSTING INSULATION STRIPPER 
Mfg. Part No. 12 62 180 - For single, multiple and fine stranded cables of 0.2 up to 6.0mm? with standard 
insulation. Adjusts automatically to the respective cable cross-section, which prevents damage to the conductor. 
High operation comfort thanks to handy shape and low weight. Narrow head style for use in confined areas. 
With wire cutter for copper and aluminium wires up to 2.5mm?. With adjustable length stop from 6-18mm for 


constant stripping length during repet 
reinforced plastic with ergonomic so 


SELF-ADAPTING UNIVERSAL INSULATION STRIPPER 


Mfg. Part No. 12 42 195 - Fully 


itive work. Easily exchangeable blades. Body 
plastic gripping zone in the handle. 


automated adjustment to different cross-sect 


made of tough, fibreglass 


ion depending insulation 


thicknesses throughout the stripping range from 0.03-10.0mm?. The so far common fine adjustment of the 
tool is no longer necessary due to the unique self-infeeding of the cutting depth preventing damage to the 


conductor. The steel-made clamping jaws with integrated cutting edges very often allow professional stripping of 
cables with demanding insulating materials like Teflon® and Radox®. With wire cutter for copper and aluminium 
wires, multiple stranded up to 10mm? and single stranded up to 6mm?. Smoothly operating mechanism. Easily 
interchangeable screw-on style blades, length stop and cutting-clamping jaws. Body made of tough fibreglass. 
Reinforced plastic with ergonomic soft compound zone in the handle area. 
Stripping Stripping Price Each 
Mfg. Part No. AWG Capacity Stock No. 1+ 
Self-Adapting Universal Insulation Stripper 
12 42 195 32AWG to 7AWG 0.03mm? to 10mm? 06R6269 207.84 
Self-Adjusting Insulation Stripper 
12 62 180 24AWG to 10AWG 0.2mm? to 6mm? 06R6274 80.30 
12 40 200 32AWG to 7AWG 0.03mm? to 10mm? 06R6268 135.18 
PIM_147267 
ADJUSTABLE PRECISION WIRE 
STRIPPERS OK Industries 
Features: Div. of Jonard Industries 


@ Adjustable to Six Wire Gauges 

Calibrated Wire Stop 

Single-Action Squeeze-Pull Motion 

Clean, Precise Strip of Any Insulation Type 
Shirt-Pocket Size and Light-Weight (<1 02.) 
ST-550ESD Uses ESD Safe Polycarbonate 


Stripping | Price Each 
Mfg. Part No. AWG Stock No. 1+ 
ST-550 28AWG to 18AWG 90F1768 45.95 
ST-500 30AWG to 20AWG 90F1767 45.95 
ST-500ESD 30AWG to 20AWG 61M1050 54.95 
ST-450 36AWG to 26AWG 61M1049 54.95 
PIM_5871 


@ Indicates RoHS Compliant | Find Datasheets Online 


WIRE CUT-AND-STRIP TOOLS 
OK Industries 


Div. of Jonard Industries 


For easy, clean stripping of wires for wire wrapping. Place up to four wires in the stripping slot with ends 
extended beyond the hardened steel cutting blades, press tool, and pull to cut wires to perfect wire-wrapping 


length. All tools now have a double blade. 
Stripping Price Each 
Mfg. Part No. AWG Stock No. 1+ 
ST-100-2426 26AWG to 24AWG 72K0759 76.95 
ST-100-2830 30AWG to 28AWG 72K0760 72.95 
Double Blade Wire Stripper, 24AWG - 22AWG 
ST-100 24AWG to 22AWG | 10F7573 76.95 
PIM_5878 


PLUS WIRE STRIPPERS/CUTTERS 


ATextron Company 


STRIPAX® PRO 6 AND MINI STRIPAX® RoHS 
cate MG oreenvee. 


PA1113 PA1115P. 
Strips and cuts solid and fine stranded conductors with all grades of PVC insulation hardness. Automatic opening 
after stripping. Wear-free gripping jaws. Self-adjusting cable cutter. Includes one blade. Lifetime manufacturer's 
warranty on Stripax® Pro 6 stripper/cutter. 


Stripping Stripping Price Each 
Mfg. Part No. AWG Capacity Stock No. 1+ 
@ PA1113 28AWG to 10AWG 0.08mm? to 6mm? 97B0120 = 
@ PAI115P 28AWG to 18AWG 0.8mm? to 1mm? 90F6879 ais 
PIM_5747 
ADJUSTABLE WIRE STRIPPER 


D URATOOL 


This wire stripper and cutter is suitable for all commonly used insulated wires. All cutting surfaces are ground 
to provide smooth shearing action. Adjusting stop on gripping handles permits adjustments. For 10-30AWG. 


Stripping Stripping Price Each 
Mfg. Part No. AWG Capacity Stock No. 1-9+ 
3613 30AWG to 10AWG 0.25mm to 2.5mm 84N1038 9.00 
PIM_32778 
ESD SAFE WIRE STRIPPER 


wiha® 


Premium Tools 


® Static dissipative ESD safe (resistance 106-109 © Stamped from C70 tool steel 

ohms) © Guaranteed ProTurn quality 
Ideal for use on static sensitive electronics. Durable, precision technicians quality with return spring for ease 
of use. 


Stripping Price Each 
Mfg. Part No. AWG Stock No. 1+ 
45810 30AWG to 20AWG 65R6659 = 
PIM_192362 
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INDUSTRIAL WIRE STRIPPER/CUTTERS 


Xcelite 


wyWeller® 
=_ 
104CG 
105SCGV 
e @ Red plastic-coated cushion grips for comfort and 


Features: 
© Cuts and strips solid and stranded wire 


Mfg. part no. 104CG wire stripper/cutter features wide size-range bolt cutter, fast scissors-action, up-front wire 
cutting/stripping, pliers nose for wire pulling and bending capabilities, hardened pivot joint bushing and crimp 
stations. 

Mfg. part no. 105SCGV 6” stripper/cutter with spring and lock, cushion grip handle. Up-front wire cutting/ 
stripping, needle nose pliers add wire bending and pulling capabilities. Scissor-action stripper for cleaner, faster 
and more accurate stripping. 


maximum leverage 


Price Each 
Stock No. 1+ 


Stripping 
Mfg. Part No. AWG 


TOOLS & ACCESSORIES 
WIRE STRIPPERS 


GripP 10 AND 20 AWG WIRE/CABLE STRIPPERS [WW 
GREENLEE. 
PA1117 PA1123 Combo Pack 
Features: @ Ergonomic design 


@ Non-scoring stripping 
@ Smooth wire cutting 

GripP 10 and 20 wire/cable strippers combine ergonomics and versatility. Strips the most common types of 
electrical and hook-up wire, and multiconductor and flat cable. Works on Romex household cable too, but not for 
use on steel or armored wire and cable. Head of tool and handles are designed at an optimum 22 degree angle 
to prevent awkward wrist bends. Contoured wire stripping areas are precision ground for accuracy. Features 
spring-loaded closure, gripping jaws on front of tool, screw cutter and wire loops embedded in frame. Order 
mfg. part no. PA1123 economical combo pack separately below to get both GripP strippers. ProGrip fiber optic 
stripper mfg. part no. PA1171 has cavities for 2.0 - 2.4 mm outer jacket, 2.0 - 3.0 mm loose tube, 2.8 - 3.0 mm 


@ Rubber-embedded, non-slip handles 


105SCGV 22AWG to 10AWG 10B1285 = outer jacket, 900 jum buffer insulation, and 900/125 um and 250/125 um buffer/acrylate. Mfg. part no. PA1177 
104CG 22AWG to 10AWG 70B1218 = has cavities for 2.0 mm outer jacket, 900 ym buffer insulation, and 250 ym buffer/acrylate. 
PIM_5698 Stripping Price Each 
Mfg. Part No. AWG Stock No. the 
GripP Wire/Cable Stripper 
i e ® 
SELF-ADJUSTING COMBINATION WIRE STRIPPER Xcelite BANIa aUWGIE TUAW PaRATE = 
Weller’ PA1118 30AWG to 20AWG 97H2958 —_ 
ad ProGrip Fiber Optic Stripper 
PA1177 85R5194 = 
PA1171 85R5191 = 
© Capable of stripping wires from 34 to 8 AWG © Fine insulati be stripped without d te Mire/Gebe Stripper 
apable of stripping wires from 34 to ine insulation can be stripped without damage to 
without adjustment the conductor PAt117 22AWG to 10AWG 97H2957 ane 
© Cuts conductors: 16 AWG Solid, 8AWG Stranded = @ Ergonomic design is lightweight, strong and PIM_83209 


@ Easily interchangeable stripping blades enable 
precision stripping 

© Strips a wide range of insulation types , PVC 
to PTFE and angled head 

@ Suitable for production of field service work @ Made tough — tested to over 150,000 cycles 

Mfg. part no. SAS3210 self-adjusting combination wire stripper is ideal for cutting and stripping a wide variety 

of jacketed wire and cable including PVC, conduit wire, mains cable, equipment wire and communications cable. 

Standard straight blade supplied with tool. Mfg. part no. SAS3210TRB \-blade for stripping Teflon®, PTFE and 

other hard insulation materials from 32 AWG to 10 AWG. 


comfortable — features a sculpted shape, soft grip 
main handle 
@ Low-friction moving handle, optimized grip span, 


Stripping Price Each 
Mfg. Part No. AWG Stock No. i+ 
SAS3210 32AWG to 10AWG 26H3590 = 
Price Each 
Mfg. Part No. Description Stock No. 1-1- 
SAS3210TRB Interchangeable Blade Replacement 32H1402 50.00 
PIM_88479 
WIRE STRIPPERS/CUTTERS KLEIN 


1004 


11045-11047, 11049 


Compact, lightweight wire-stripping and cutting tools strip, gauge, cut and loop solid or stranded wire. Easy-to- 
read wire gauge markings on both sides for stripping in either direction. Strong, hardened-steel with precision- 
ground stripping holes for easy removal of insulation. Narrow nose fits into tight places. Spring loaded for 
self-opeing action. Textured handles provide a firm, comfortable grip. Overall length: 6-1/4”. 

Mfg. part no. 1004 adjustable wire stripper/cutter perfect for cutting and stripping solid or stranded wire 
and insulation. Convenient hole for looping or bending wire. Black-oxide finish with plastic-dipped handles. 


Features hold-open spring. Adjustable slide stop with set screw for repeat stripping work. Overall length 5”. 
Stripping Stripping Price Each 

Mfg. Part No. AWG Capacity Stock No. 1+ 
11049 16AWG to 8AWG 1mm? to 6mm? 84C8719 22.70 
11045 18AWG to 10AWG 0.75mm? to 4mm? 94F5759 21.38 
1004 26AWG to 12AWG 0.14mm? to 2.5mm? 88F5517 8.78 
11046 26AWG to 16AWG 0.14mm? to 1mm? 92B3579 22.10 
11047 30AWG to 22AWG 0.05mm? to 0.34mm? 92B0882 24.22 


PIM_56571 


1.800.463.9275 © newark.com 


SWIVEL-BLADE® CABLE STRIPPERS 


45-129 


‘Ss 45-144 


45-128 
For both end or center stripping of coaxial and power cable. Strips insulation up to 0.156” thick including PVC, 


rubber, Neoprene, Teflon®, polyethylene, nylon, Kapton, and fiberglass. Cuts circumferentially and transversely. 
Price Each 
Mfg. Part No. Stock No. i+ 
0.25” - 0.75” 0.D. 
45-128 35F2461 53.94 
0.75” - 1.50” 0.D 
45-129 59F1117 67.79 
PIM_5692 
Coax 
Stripping Price Each 
Mfg. Part No. Capacity Stock No. 1+ 
45-144 44.45mm 01F2586 103.28 
PIM_5513347 


COAX/UTP CABLE STRIPPERS 


Virgo 


® 


45-165 
Cable Strippers 
These coax/UTP cable strippers perform nick-free 2-level stripping via adjustable blades, 0.24” step strip. Also 
includes a slitting blade and notch — three blades in total. Order replacement blade sets separately below. 
Stripping Price Each 
Mfg. Part No. Capacity Stock No. 1+ 
45-162 3.175mm 20F970 SOM 
45-163 3.175mm to 5.556mm 20F971 38.98 
> CONTINUED > 
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COAX/UTP CABLE STRIPPERS (CONT.) CST PRO COAXIAL CABLE STRIPPER AND ACCESSORIES (CONT.) 
Stripping Price Each a Viral cable stripper can be used in the professional broadcast industry as well as home integration 
Mfg. Part No. Capacity Stock No. ue Mfg. part no. PA1283 CST Pro 2-level-cut cable stripper is ideal for stripping coaxial cable including RG6, 
45-165 4.762mm to 7.937mm 81F2815 37.20 RG6QS, RGSS, as well as CATV “F” connectors and mini's. Cam adjustment provides a precise hold on cable. 
45-164 6.35mm to 14.287mm 20F972 61.92 The dual roller mechanism centers cable perfectly and applies equal pressure against blades to eliminate 
distortion of cable jacket during stripping process. Patent-pending reversible rollers easily adjust for various 
PIM_7426 sizes of cable, including mini’s. 
Mfg. part no. PA1243 CST cassette stripper (brown), 3-level, 2-sided with a fixed blade. This stripper features 
cam adjustment which ensures precise and repeatable hold on cable. Memory blocks reduce set-up time and 
Blades are easy to interchange and mark for various applications. No cable jacket distortion during stripping process. 
Price Each For use with 0.1-0.315” cable diameters including RG58/59/62AU, RG6, RG6 quad, RG174, Belden 1505A, 
bots = 1855A and 8281 coaxial cables. 
Mfg. Part No. Description Stock No. 1+ - 
9225 45-162, 45-163, 45-165 20F973 12.19 Stripping uencelesehy 
19296 75-164 20F974 16.23 Mfg. _ No. _ : Capacity Stock No. 1+ 
PIMSeoa CST 3-Level Stripper with 2243 Die/Blade Cassette 
7 @ PA1243 2.5mm to 8mm 94B1957 = 
ROUND CABLE STRIPPER CST Pro 2-Level Stripper with 2283 Die/Blade Cassette 
Ck JONARDTOOLS'’ PA1283 2.5mm to 8mm 01N4818 — 
PIM_116779 
a ECONOMICAL COAXIAL CABLE STRIPPERS A 
GREENLEE. 
CST-7915 ‘Textron Company 


CST-1900 


@ Fast and precise jacket removal 
@ Triple action cutting tool 


Mfg. part no. CST-1900 is designed for fast and precise jacket removal of PVC, rubber, PE and other jacket 
materials, and works well on round cable with diameters ranging from 3/16” to 1-1/8" (4.5-29 mm). This triple 
action tool cuts longitudinally for end stripping, spiral for end stripping and mid-span cuts, and circular for 
jacket removal. Mfg. part no. CST-7915 replaceable cutting blade, ordered separately below, is spring-loaded, 
adjustable for various cable diameters, provides a 90° blade rotation and is designed for long life. 


© Simple, versatile, easy-to-use 


Stripping Price Each 
Mfg. Part No. Capacity Stock No. 1+ 
Replaceable Cutting Blade 
CST-7915 4.5mm to 29mm 75R7646 14.95 
Round Cable Stripper 
CST-1900 4.5mm to 29mm 75R7645 56.95 
PIM_178429 


AM 25/35 UNIVERSAL SLITTERS/STRIPPERS 


% GREENLEE. 
RoHS 
a 


Compliant 
=> 


Available 


Paladin Tools® AM 25 


PA1822 PA1820 
Slits and trims round cables. Adjustable cutting depth for insulations up to 0.18” with swivel blade for circular, 
longitudinal and spiral cuts. Blade stays centered for more accurate strips. Cable-holding clip with integrated 
edge for removing slit insulations. Spare blade in handle. Mfg. part no. PA1820 for 0.18-1.0" diameter cables. 
Mfg. part no. PA1821 for 1-1.4” diameter cables. Mfg. part nos. PA1820 and PA1821 have lifetime warranty; 
1-year on mfg. part no. PA1822. 
Stripping Price Each 
Mfg. Part No. Capacity Stock No. 1+ 
AM 25 Cable Stripper/Slitter 
@ PA1820 4.5mm to 25mm 90F6873 a 
AM 35 Cable Stripper/Slitter 
@ PA1821 25mm to 35mm 48F2032 = 
Universal Cable Stripper/Slitter 
@ PA1822 4.5mm to 25mm 3406136 ees 
PIM_5749 
Blades 
Price per 
Pkg. 
Mfg. Part No. Description Stock No. 1+ 
@ PA2109 Replacement Blade 50F6322 a 
PIM_5513243 


CST PRO COAXIAL CABLE STRIPPER AND 
ACCESSORIES : 


% GREENLEE. 
RoHS. 

Gop tinaian 

Available 
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RoHS — 
Compliant 
Available 


PAI257 


These economical, high-performance coaxial cable 

strippers are ergonomically designed for comfort. 

Mfg. part no. PA1255 strips RG58/RG59/RG62 AU/RG6 coaxial cable. 

Mfg. part no. PA1256 strips RG8/RG11/RG213 coaxial cable. 

Mfg. part no. PA1257 strips RG59/RG66/RG6 Quad shield coaxial cable for CATV “F” connectors. 

Mfg. part no. PA1258 strips RG178, RG179, RG188, AT&T 735(A), NT735, Belden 1855A, 8218, LMR 100A, 
RG180, RG187, RG188A, and RG405 small diameter coaxial cable. These three strippers perform 

2- and 3-level stripping with a simple blade adjustment. 


Price Each 
Mfg. Part No. Stock No. 1+ 

LC CST-11 2- and 3-Level Adjustable Coaxia Cable Stripper 

@ PA1256 19C8814 = 
LC CST-58/59 2- and 3-Level Adjustable Coaxial Cable Stripper 

@ PA1255 93B2835 — 
LC CST CATV "F" 2-Level Coaxial Cable Stripper 

@ PA1257 2004621 _ 
LC CST-Mini 2- and 3-Level Adjustable Coaxial Cable Stripper 

@ PA1258 2004622 = 
PIM_64778 


CABLE STRIPPERS 


Xcelite 


Weller’ 


CJS100 
@ Lightweight © Safe, no exposed sharp edges 
© Pocket-size design @ Easy-to-use 
Mfg. part no. CJS100 cable jacket stripper is a precision stripping tool for removing the sheath from signal, 
telephone, audio-visual, instrumentation and data transmission copper and fiber optic cable. Adjustable 
10-position indexed blade height adjustment wheel provides accurate and repeatable stripping results. Simply 
squeeze to open the stripping cavity, insert cable, rotate once, remove from cable and pull off the scrap insulation 
sheath. Stripping range: 0.10” to 0.43” diameter; 1.0mm thick insulation. Made tough from impact-resistant 
nylon. Tested to over 50,000 cycles. Safe, rounded, pocketable and lightweight design. Size: 3.6L x 1.6"H. 


Stripping Hence Each 
Mfg. Part No. Capacity Stock No. 1+ 
CJS100 2.54mm to 10.922mm 30H6104 = 
PIM_88478 


PROFESSIONAL CABLE CUTTERS/STRIPPERS 


B © GREENLEE. 
Textron Company 
RoHS _ 
Compliant 
Available 


PANG 
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PROFESSIONAL CABLE CUTTERS/STRIPPERS (CONT.) 
Mfg. part no. PA1119 SmartHome SureStrip™ professional all-in-one cutter/stripper for coaxial and twisted pair 
cable. Cuts and strips RG6, RG6 Quad, RG59, CAT6, CATSe and CATS cable. Features removable coax blade 


cassette to adjust stripping depth, adjust UTP/STP stripper depth with simple thumb screw, self-regulating to 
prevent nicks and has contoured finger grips for more cutting power. Mfg. part no. PA1116 Data SureStrip™ 
cuts and strips 4-, 6-, 8-conductor flat satin cable and UTP/STP data cable, 25-pair UTP/STP data and telephone 
cable and 14-8 AWG wire and multiconductor round bundle cable with a maximum diameter of 0.5”. Features 
adjustable stripping depth with simple thumb screw and self-regulating to prevent nicks. 
Stripping Stripping Price Each 
Mfg. Part No. AWG Capacity Stock No. 1+ 
Data SureStrip® Cable Cutter/Stripper 
@ PA1116 14AWG to 8AWG 12.7mm 89C9208 ae 
PIM_72362 
Coax 
Price Each 
Mfg. Part No. Stock No. 1+ 
Smarthome SureStrip® Cable Cutter/Stripper 
PA1119 28M7898 as 
PIM_5513348 
ROUND CABLE STRIPPER FLUKE 
networks. 


Adjustable cable stripper for round cable, UTP/STP telephone and data cable, and other flexible cable. 


Price Each 
Mfg. Part No. Stock No. 1+ 
11230002 97C9300 45.99 
PIM_51183 


MULTI-PURPOSE COMBINATION WIRE STRIPPING AND 


CUTTING TOOLS KLEIN 


TOOLS. 


1010 


1011 


Mfg. part no. 1010 long-nose multi-purpose tool strips, cuts and crimps. Easily strips and cuts 10 - 22 AWG 
(4mm2 —- 0.34 mm2) wire. Crimps 10 - 22 gauge insulated and non-insulated terminals and 7 to 8mm ignition 
terminals. Cleanly shears bolts in sizes 4-40, 5-40, 6-32, 8-32, 10-32, 10-24. Designed with cutters and strippers 
in front of the pivot for maximum ease-of-use in reaching into tight places. Narrow, serrated plier nose to pull, 
loop, and bend wire. Long, curved cutting blade. Blue, plastic-covered cushioned handles for comfort. 

Mfg. part no. 1011 stripper/cutter for 10 to 20AWG solid and 12 to 20AWG standed wires. Scissors action of 


0.5” (13mm) wide cutter makes clean cuts with little effort. Serrated nose jaws to bend, shape or pull wire, holes 
for looping wire ends. Spring-loaded for self-opening action. 
For Use Price Each 
Mfg. Part No. With Stock No. 1+ 
Hand, 81/4"L Multi-Purpose Stripper/Cutter/Crimper 
1010 22-10AWG Insulated & Non-Insulated Terminals 94F5755 33.36 
Price Each 
Mfg. Part No. Description Stock No. the 
1011 Multi-Purpose Wire Stripper/Cutter 50B4624 19.92 
PIM_56570 


CRIMPMASTER™ CRIMP TOOL AND DIE SETS qf 
IDEAL 


@ 


Crimpmasteri 


Die Set 
Professional Crimpmaster™ heavy-duty, ratcheting crimp tool for coax, twisted pair and crimp terminal 


> CONTINUED > 
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TOOLS & ACCESSORIES 
CABLE STRIPPERS 


CRIMPMASTER™ CRIMP TOOL AND DIE SETS (CONT.) 


applications. Features comfort grip handles. Mfg. part no. 30-506 Crimpmaster™ tool frame accepts a variety 
interchangeable die sets; ordered separately below. Many other die sets are available; go online or call. 


For Use Price Each 
Mfg. Part No. With Stock No. 1+ 

Crimpmaster™ Tool Frame Only 

30-506 Modular Plugs, RF Coaxial Connectors, Terminals & Splices 50F3161 76.52 
Tool Frame and Die Set for 22-10 AWG Insulated Terminals 

30-500 22-10AWG Insulated Ring Tongue Terminals & Splices 50F3155 | 106.40 
Tool Frame and Dle Set for BNC Connectors 

30-502 BNC & TNC RF Coaxial Connectors 50F3157 | 106.40 

Price Each 

Mfg. Part No. Description Stock No. 1+ 

30-581 Crimp Tool Die, for RG-58, RG-59/62 & BNC/TNC Connectors | 98B2562 34.38 

30-579 Crimp Tool Die - for Insulated Terminals 93B5606 34.38 

30-578 Crimp Tool Die - for Non-Insulated Terminals 1901166 29.13 

30-587 Crimp Tool Die - for RG58, RG174 & RG8218 Cables 97B1671 34.38 

30-582 Crimp Tool Die - for RG59 & RG6 Cables 50F3165 | 34.38 

30-580 Crimp Tool Frame - for RU45 8-Position Keyed/Non-Keyed Plugs | 0100376 34.38 

PIM_47779 
RATCHET CRIMP TOOL ¢ Ge 
‘ IDEALS 
5 +2 
°)> e _~ 


Precision tool crimps insulated or bare terminals and wire splices (22 to 10 AWG). To assure uniform crimps, 
ratchet action prevents release prior to crimp connection. 


For Use | Price Each 
Mfg. Part No. With Stock No. 1+ 
Ratchet 
83-001 22-10AWG Insulated Terminals & Splices 98F9589 245.44 
PIM_5636 
CRIMPING/CUTTING TOOLS KLEIN 


TOOLS. 


1005 
Mfg. part no. 1005 forged crimp tool for insulated and noninsulated terminals and connectors. Thin nose for tight 


spaces. Accommodates 10-22 AWG wire. Wire cutter. Red plastic-coated handles. Mfg. part no. 1006 designed 
for crimping non-insulated, solderless terminals and connectors ranging from 10 to 22 AWG. Specially hardened 
wire cutter in nose. Tapered nose for work in confined spaces. Plastic dipped handles (one red, one black to 
identify proper crimping position). 
For Use Price Each 
Mfg. Part No. With Stock No. 1+ 
Hand, 10-22 AWG Insulated/Non-Insulated 
1005 22-10AWG Insulated & Non-Insulated Terminals 98F1875 45.26 
Hand, 10-22 AWG Non-Insulated 
1006 22-10AWG Non-Insulated Terminals & Splices 94F5754 50.00 
PIM_5723 
CRIMPING PLIERS 


97 43 200 


a= a 


975110 975314 
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CRIMPING TOOLS 


CRIMPING PLIERS (CONT.) 1300 and 8000 SERIES CRIMPERS WITH INTERCHANGEABLE DIE SETS 


CRIMP SYSTEM PLIERS lock (self-releasing mechanism) CONT 
@ Includes service tools (hexagonal key, open end @ With length cutter and dismantling knife for ribbon ( ) 
wrench, screws and nuts) in a plastic case cables 6 and 12 mm length For Use Price Each 
© Almost parallel crimping performance SELF-ADJUSTING CRIMP PLIERS ji Te 
at : piue : as soa : Mfg. Part No. With Stock No. 1+ 
© Repetitive, high crimping quality due to precision © For crimping end sleeves (ferrules) according to 
dies and integral lock (self-releasing mechanism) DIN 46228 parts 1 + 4 Hand 
© Ergonomically designed handles and factory © Lateral loading of the end sleeves (ferrules) into @ PA1317 RG-58, RG-59 & RG-62AU Coaxial for BNCTNC RF Connectors | 50F6306 _ 
calibrated the tool @ Pas001 _ | RG-58, RG-59 & RG-62AU Coaxial with BNC/TNC RF Connectors | 204844 | —- 
@ Wide range of different crimp profiles for nearly all © @ Simple handling as a result of self-adjustment to 
common crimp connections the size of the end sleeve (ferrule) @ PA1387 RJ-45, RG-6 F-Type Connectors 32H6888 = 
© Crimp dies not included @ Square crimping for optimum contact areas in the @ PA1307 RJ-45 Modular Plug Connectors 92F2631 = 
CRIMP PLIERS FOR WESTERN PLUGS clamp connection Ratchet 
@ Professional tool for cutting and stripping unshield- © Repetitive, high crimping quality due to integra - 
ed ribbon telephone cables lock (self-releasing mechanism) @ PA8025 22-10AWG Insulated and Non-Insulated Wire Ferrules 2004868 = 
@ For crimping 6- and 8-pole Western plugs type © Factory calibrated a @ PA8021 22-10AWG Insulated Terminals & Lugs 2004864 — 
@ Exact crimping process due to parallel crimping e Mfg. part no. 9753 14 hexagonal crimping for @ PA8026 22-10AWG Open Barrel Non-Insulated Terminals, Narrow Lugs &| 2004869 — 
@ Repetitive, high crimping quality due to integral optimum positioning in confined areas Power Contacts 
All pliers have high or optimum transmission force for reduced user fatigue. @ Paso49 BNC & TNC RF Coaxial Connectors 738570 = 
For Use |Price Each =“ @ PAB030 Modular Plug Connectors 204873 | 
Cri vs. eat — Burnished H = SisckiNo: ie @ PA8032 Modular Plug Connectors 2004875 = 
timp System Pliers — a < i SR — @ PAB04S Modular Plug Connectors & Coaxial Cables 32H7049 |. 
cll — seal ase 5 ees 7 : = @ PA1302 Modular Plug Connectors & Coaxial Cables 50F6284 | _. 
Hand; Crimp Pliers For Wester Plugs = Burnished Head @ PA8013 | RG-59, RG-6 Coaxial Video Cables with CATV F-Type Connectors | 2004856] 
97 51 10 RJ-11, RJ-12 and RJ-45 Modular Plugs 06R6330 es 
Hand, Self-Adjusting Crimp Pliers — Burnished Head _ | Price Each_ 
97 53 14 28-7AWG End SleevesFerrules 06R6334 376.98 Mfg. Part No. Description Stock No. 1+ 
PIM 147404 @ PA2699 Die 1300/8000 HDTV Universal 738490 = 
= @ PA2035 Die 22-10 AWG Insulated-Term 52F1363 ae 
@ PA2033 Die 22-12 AWG Open Barrel Blister 50B6414 = 
ac CRIMP TOOLS FOR MODULAR multicom @ PA2042 Die CATV F RGS59/6 Blister 50B6415 =_ 
p @ PA2034 Die RG58/59/62AU Coax 91B6556 = 
@ PA2061 Die RJ45 8P8C Mod Plug Blister 91B0839 = 
@ PA2687 Die RJ45 RG6 CATV F Combo 32H6975 _ 
PIM_5746 


1600 SERIES PROFESSIONAL CRIMPERS 


HT200AR 


Features: 
@ Professional quality 
© Durable middle carbon steel construction 


HT2008AR 


@ Ratchet mechanism 
© Comfort grip handles 
© 8.3” long 


% GREENLEE. 
‘Textron Company 
RoHS 
Compliant 
Available 


® Black oxide and hardened finish 


Mfg. part no. HT-200AR professional modular crimp tool for crimping modular plugs: 10P10C, AMP 8P8C/ PA1646, PA1647 


RJ-45, 6P6C/RJ-12, 6P4C/RJ-11, 4P4C and 4P2C plugs, and DEC/offset plug-6P6C. ‘ malinabiv cen : ‘cian-cali f . ; 
Mfg. part no. HT-2008AR professional modular crimp tool for crimping modular plugs: 8P8C/RJ-45, 6P6C/ egies quality i ica hak dual beat ah sear camp sideatiet asata ia the _ quality 
RU-12, 6PACIRJ-11, 4PAC and 4P2C plugs, and DECoffset plug-6P6C. ‘ool steel. Ergonomically-shaped handles with comfortable, non-slip rubber grip with small grip distance — 
z : : perfect for smaller hands. This crimp frame is preferred by many broadcast engineers. Lifetime manufacturer's 
For Use Price Each warranty. Die only avaialble; go online or call. 
Mfg. Part No. With Stock No. 1-9+ For Use Price Each 
Ratchet, AMP Style Mfg, Part No. With Stock No. 1+ 
HT200AR RJ-45, RJ-12, RJ-11 and DEC/Off Set Modular Plug 42M0919 67.73 Hand, Insulated/Non-Insulated Wire Ferrules, Size 20-10AWG Trapezoid 
Ratchet, WE/SS Style @ PA1647 20-10AWG Insulated and Non-Insulated Wire Ferrules 26C0994 = 
HT2008AR RJ-45, RJ-12 , RJ-11 and DEC/Off Set Modular Plugs 42M0920 67.73 Hand, Open-Barrel Contacts, 24-14AWG, Size 24-22/18-14 F-Type 
PIM_116639 @ PA1631 24-14AWG Non-Insulated terminal Lugs, Open-Barrel Box and| 97B2530 — 
Round Connector Contacts 
Hand, Open-Barrel Contacts, 30-18AWG, Size 30-24/22-18 F-Type 
1300 and 8000 SERIES CRIMPERS WITH ot ant WwW GREENLEE @ PA1645 30-18AWG Non-Insulated terminal Lugs, Open-Barrel a & Round | 97B3917 S 
INTERCHANGEABLE DIE SETS Available ™ Connector Contacts 
~ ‘Textron Company 
Hand, Open-Barrel D-Sub Contacts, 28-20AWG, Size 28-24/22-20 F-Type 
@ PA1646 28-20AWG Open-Barrel D-sub Contacts 2004662 = 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
4300 series @ PA2005 Crimp Tool Die - 1600 Series Crimp Tool Frame 50B6412 — 
PIM_72365 


D-SUBMINIATURE AND SPLICE CRIMPERS 


% GREENLEE. 


8000 series CrimpALL® 


1300 series economy crimp tool frame with interchangeable die sets feature fully-ratcheted cycle, manual 

ratchet-release, adjustable crimp tension and EZI-CHANGE™ thumb screws for the die sets — no additional tool 

required to change crimp application. 5-year warranty. 8000 series CrimpALL® ergonomically-designed crimp 

tool with interchangeable die sets make it easier and more efficient to do any crimping job — the CrimpALL® tool d Z age 
does all work. Angled head prevents awkward wrist bending, reduced handle grip makes it a snap for both large f 


A 


and small hands, higher crimp force is produced with less hand force so your hand doesn't tire as quickly and no 

breakover hand force — the effort required on the last click at the end of the crimp cycle — to complete the crimp. 

Comfortable, rubber-embedded handles. Rugged double-plated jaw assembly. Uses same interchangeable dies PA1460 PA1178 PAUED 

as ihe 1800 Series. cnmpet. Indent crimping tools for crimping screw machine pins and socket contacts. Crimps D-subminiature contacts 

Mfg. part no, PA1302 crimp tool frame accepts interchangeable crimp die sets. for RS232 interface connectors. Mfg. part no. 1178 and 1180 splice crimpers have side cutter for AWG 19-26 
For Use Price Each copper. Crimp capacity UR: AWG 19-26, UY: AWG 22-26, UG: AWG 19-26. 

Mfg. Part No. With Stock No. 1+ For Use Price Each 
@ PA1305 Large Professional Insulated Terminals & Lugs 50F6302 = Mfg. Part No. With Stock No. 4+ 
Hand Hand, D-Sub Crimpers, 4-Indent Crimper, 20-12 AWG 
@ PA1360 22-10AWG Insulated & Non-Insulated Wire Ferrules 1302575 = PA1461 20-12AWG 4-Indent D-Sub Contacts 85R5200 == 
@ PA1306 22-12AWG Non-Insulated Terminals, Lugs & Power Contacts | 92B6687 = Hand, D-Sub Crimpers, 4-Indent Crimper, 26-20 AWG 
@ PA1328 CATV F Type Connectors with RG-59, RG-6 Video Cables__| 50F6296 = PA1460 26-20AWG 4/8 Indent Closed Barrel D-Sub Contacts 85R5199 = 

> CONTINUED > > CONTINUED > 
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D-SUBMINIATURE AND SPLICE CRIMPERS (CONT.) 


For Use Price Each 
Mfg. Part No. With Stock No. 1+ 
Hand, D-Sub Crimpers, 8-Indent Crimper, 26-20 AWG 
PA1462 26-20AWG 8-Indent D-Sub Contacts 85R5201 = 
Hand, Splice Crimpers, 4-in-1 Telecom Splice Crimper 
PA1180 26-19AWG UR, UG and UY Telecom Splices 85R5197 as 
Hand, Splice Crimpers, Telecom Splice Crimper 
PA1178 26-19AWG UR, UG and UY Telecom Splices 85R5195 _ 
PIM_5627 
ERGOCRIMP PLUS CRIMPING TOOL FRAME AND one 
INTERCHANGEABLE DIE SETS Xcelite 
»yWeller 


‘Tool Frame with Die Set Installed 


@ Patented ergonomic design makes this tool easy quality crimp results 

and comfortable to use @ High-strength, through-hardened alloy steel 
© Lowest possible handle forces required © Guaranteed for 50,000 cycles 
@ High-quality construction with tight tolerances @ Precise eccentric adjustment for consistent 
© Superior crimp die design provides the highest performance for life of tool 
ErgoCrimp Plus® crimping tool frame and interchangeable die sets can handle the widest range of crimping 
applications. Tool frame features a patented design that provides up to 50% better mechanical gain than most 
other crimpers, resulting in the lowest handle forces possible. Lower handle force results in elevated productivity 
and fewer work-related injuries. Frame length: 10”. Order crimping tool frame and die sets separately below. 


For Use Price Each 

Mfg. Part No. With Stock No. i+ 
Hand 
ECP000 ‘| 22-10AWG Insulated & Non-Insulated Terminals, BNC, TNC & F} 09B9102 as, 
type RF Coaxial Connectors, Modular Plugs 

Price Each 
Mfg. Part No. Description Stock No. 1-1- 
D106 Die for RG8, RG11, RG213, RG216 Coaxial Connectors - Ethernet | 09B9073 ee 

N-Series, 0.429”, 0.100" & 0.080” Hex Cavities 


PIM_90719 


TELEMASTER™ MODULAR PLUG CRIMPING TOOLS 
AND KITS 


TOOLS & ACCESSORIES 


CRIMPING TOOLS 


RATCHETING, ALL-IN-ONE TELEPHONE TOOLS (CONT.) 

Mfg. part no. PA1530R is a fully-ratcheting, all-in-one telephone tool that cuts, strips, and crimps 4- and 6- 
position RJ11/RJ12, 4-position RJ22 handset plugs, and 8-position RJ45 modular telephone plugs. AWG 28-24. 
WE/SS-style. Complete ratchet cycle and durable steel frame with rubber embedded handles. Mfg. part no. 
PA1530R has a 5-year limited warranty. Mfg. part no. PA901016 has a precision die-cast aluminum head and 
lifetime warranty. Mfg. part no. PA1561 is for standard and “snagless” RJ45 connectors and RJ11/22 and RJ22 
WEISS style plugs. 


For Use | Price Each” 
Mfg. Part No. With Stock No. 1+ 
Hand, All-in-One UTP Snagless Crimper 
PA1561 RJ-11, RJ-22, and RJ-45 Modular Plugs 84R4605 ~~ 
Ratchet, All-in-One Pro Telephone Crimper/Cutter/Stripper 
@ PA1530R RJ-11, RJ-12, RJ-22 and RJ-45 Modular Plugs 90F6851 = 
Ratchet, All-in-One Ultra-Pro Telephone Crimper/Cutter/Stripper 
@ PA901016 RJ-11, RJ-12, RJ-22 and RJ-45 Modular Plugs 48F2034 oe 
PIM_5655, 
DIAGONAL CUTTING PLIERS 
74 02 140 


77:02 125 


77:02 115 


Diagonal Cutters 

@ High quality diagonal cutter for all-round use and 
precise workmanship for long service life 

© Precision cutting edges for soft and hard wire 

® Clean cutting at cutting edge tips; also in case of 
thin copper wires 

® Cutting edges additionally induction hardened, 
cutting edge hardness approx. 62 HRC 

© Narrow head style for use in confined areas 

e Vanadium electric steel, oil-hardened and 


ened, cutting edge hardness approx. 64 HRC 

@ High performance chrome vanadium steel, 
oil-hardened and tempered 

@ Length 250 mm: long diagonal cutter is suitable for 
copper conductors up to 16 mm? and aluminium 
conductors up to 35 mm? 

© DIN ISO 5749 

Electronics Diagonal Cutters 

@ Precision pliers for ultra fine cutting work with 
precision box joint 


tempered @ Low-friction double spring for gentle and even 
@ DIN ISO 5749 opening 
High-Leverage Diagonal Cutters @ Polish or mirror polish finish with a fine film of oil 


© With forged-on axle for heaviest duty offer rust protection - no peeling chrome 
© Suitable for all types of wire including piano wire © Cutting edges additionally induction hardened, 
@ High cutting performance with minimum effort due cutting edge hardness approx. 62 HRC 


to optimum co-ordination of the cutting edge angle, ®@ Special tool steel, oil-hardened and tempered 
Transmission ratio and ergonomic handle shape ® DIN ISO 9654 
@ Precision cutting edges additionally induction-hard- 
Cutting Overall Cut Cutter Price Each 
Mfg. Part No. Capacity Length Type Type Stock No. 1+ 
F Diagonal Cutter 
30-696 Ratcheting - - 
70 02 125 2.3mm 125mm Diagonal Diagonal 06R6288 — 
70 02 140 2.5mm 140mm Diagonal Diagonal 06R6289 — 
70 02 180 3mm 180mm Diagonal Side 06R6291 as 
Diagonal Cutter - Elongated Cutting Edge 
70 02 160 2.8mm 160mm Diagonal Diagonal 06R6290 48.62 
Electronic Diagonal Cutter - Pointed Head 
77 21 115 1.3mm 115mm Diagonal Diagonal 06R6301 — 
30-496 Electronic Diagonal Cutter - Pointed Head without Bevel 
Rugged multifunction crimping tools for RJ-45 and RJ-11 plugs. Cuts UTP/STP cable and strips flat cable. Mfg. 7742 115 1.3mm ‘15mm Diagonal Diagonal 06R6304 as 
part no. 30-696 includes a ratcheting mechanism for consistent crimping. Electronic Diagonal Cutter - Pointed Head with Small Bevel 
For Use Price Each 77 32 115 1.3mm 115mm Diagonal Diagonal 06R6302 cS 
Mfg. Part No. With Stock No. 1+ Electronic Diagonal Cutter - Round Head with Small Bevel 
30-496 Modular Plug Connectors 92F1528 58.91 77 02 115 1.6mm 115mm Diagonal Diagonal 06R6298 78.58 
33-750 RJ11 / RU45 Plugs, RJ45 Non-Keyed Solid Plugs 16F7673 146.67 High Leverage Diagonal Cutter 
33-652 RJ45 Plugs, RJ45 Non-Keyed Solid Plugs 01F020 = 74 08 250 US 2mm 250mm Diagonal Diagonal 06R6297 88.50 
Ratchet 74 02 200 4.2mm 200mm Diagonal Side 06R6295 = 
30-696 Modular Plug Connectors 48F1305 89.73 PIM_147399 
PIM_7802 
Tool 
RATCHETING, ALL-IN-ONE TELEPHONE TOOLS WwW Price Each 
© GREENLEE. Mfg. Part No. Description Stock No. 1+ 
adi PS130 11-Pc Compact Convertible Nutdriver & Screwdriver Set 35F207 65.36 
Gee sinpian 99PS50 13-Pc Series 99® Compact Nutdriver & Screwdriver Set 34F341 112.00 
a 99PR 14-Pc Series 99® Multi-Purpose Nutdriver & Screwdriver Set | 34F395 | 130.50 
ean PIM_5511076 
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TOOLS & ACCESSORIES 
CUTTERS — WIRE 


2400 SERIES MAGICSENSE® PRECISION PLIERS 


Erem’ 


2411P 2442P 


Features: 

@ Ergonomic, non-slip grips for added comfort and 
control — ESD safe 

@ Shatterproof, extruded 100% machined Eremadi- 
um® tool steel for strength and durability 


@ Induction hardening process provides cutting edge 
Rockwell-hardness of 64-65 HRc 


2411PD 


@ Patented, unbreakable internal Magic® spring 
maintains constant opening/closing force operation 

@ Erem Maximum Opening Stop (EMOS) limits 
handles from opening to help eliminate user fatigue 

@ Interlock screw joint system delivers wobble-free 
operation and avoids blades overlapping 


2400 series MagicSense® precision pliers deliver the ultimate in comfort, control and performance. These 
ergonomically designed pliers feature a new co-molded grip material that furnishes a soft yet solid feel of 
control for more comfort and less fatigue. The heat-treated hardened blades provide very high-strength, perfect 
alignment and long tool life. Select from fine-point needle-nose pliers in choice of smooth or serrated jaws and 
flat-nose pliers with smooth jaws. 
Overall Price Each 
Mfg. Part No. Length Style Stock No. 1+ 
Serrated Jaws 
2411PD 5” Needle Nose 18M9948 97.00 
Smooth Jaws 
2442P 5” Flat Nose 18M9951 102.00 
2411P 5° Needle Nose 18M9947 93.00 
PIM_5465738 
ESD FLAT NOSE PLIER 


D URATOOL 


ESD electrostatic discharge certified. Drop-forged black oxidized head is made of chrome vanadium steel. Plain 
jaws with spring relese handle. 2-component handle with slip guard. Length: 120mm. 


Overall | Price Each_ 

Mfg. Part No. Length Style Stock No. 1-9+ 

D00652 130mm Flat Nose 61M5981 = 

PIM_116838 
CURVED NOSE PLIERS a 
JONARDTOOLS 
JIC-3026 
JIC-3385 


@ Bent nose for maximum visibility 
© Perfect for use in confined areas 


Mfg. part no. JIC-3026 curved long nose plier features a nose bent 70° for maximum visibility. Ideal for use 
in confined areas. Knurled jaws for sure wrapping and looping. Comfortable ergonomic yellow plastic handles. 
Mfg. part no. JIC-3385 curved needle nose plier features a nose bent 60° for maximum visibility. Used in 
confined areas for bending and forming fine wire. Inside jaws and jaw edges are polished to prevent nicking the 
wire. Plier has a spring-loaded ergonomic design with dark blue plastic handles. 


© Comfortable ergonomic handles 
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CURVED NOSE PLIERS (CONT.) 


Overall Price Each 
Mfg. Part No. Length Style Stock No. 1+ 
JIC-3385 5.5” Curved Needle Nose 75R7649 20.95 
JIC-3026 6.375" Curved Long Nose 75R7648 20.95 
PIM_178435 


PROFESSIONAL-QUALITY PLIERS 


D248-8 


0245-5 


D301-6 


D302 6 
Features: wobble 
© Custom US-made tool steel @ Plastic-dipped handles for comfort and ease of 
@ Hot-riveted joint fo smooth action and no handle identification 


Mfg. part no. D201-7NE is a standard side-cutter with knurled jaws. 

Mfg. part no. D213-9NE is a high-leverage side-cutter with knurled jaws to provide 46% greater cutting and 
gripping power than other side-cutters. 
Mfg. part no. D245-5 is a standard diagonal cutter with tapered-nose. 

Mfg. part no. D248-8 is a high-leverage, diagonal cutter with an angled-head. 

Mfg. part nos. D321-4 1/2C and D322-4 1/2C have midget slim-noses where mfg. part no. D321 has knurled 
jaws and mfg. part no. D322 has smooth jaws. Both feature spring-loaded action for self-opening. 

Mfg. part no. D301-6C has a long-nose and knurled jaws, spring-loaded for self-opening action. 

Mfg. part no. D310-6C has a long tapered-nose with knurled jaws, spring-loaded for self-opening action. 

Mfg. part no. D302-6 has a 70° curved-nose with knurled jaws. 

Mfg. part nos. D203-6C & D203-6 have standard long-noses with side cutters. D203-6C with spring-loaded 
action for self-opening action. 
Mfg. part no. D318-5 1/2C has a long needle-nose with knurled jaws. Spring-loaded for self-opening action. 


Overall Price Each 
Mfg. Part No. Length Style Stock No. 1+ 
Long-Nose Pliers 
D321 4 1/2C 122mm Long Nose 34F095 37.86 
D322 41/2C 122mm Long Nose 34F113 = 
D318 5 1/2C 143mm Needle Nose 34F123 = 
D302 6 162mm Long Nose 34F016 aS 
D301 6C 168mm Long Nose 34F009 36.34 
D203 6C 168mm Long Nose 34F012 37.86 
D301-6 168mm Long Nose 24C1396 34.84 
D203-6 168mm Long Nose 92B6043 36.34 
Side-Cutting Pliers 
D201-7NE 189mm Side Cutting 1701478 54.28 
D213-9NE 238mm Side Cutting 1701479 50.12 
PIM_5719 
Combination 
Overall Price Each 
Mfg. Part No. Length Style Stock No. 1+ 
Pliers - Diagonal Cutter 
D245-5 129mm Diagonal Cutting 0701225 46.96 
PIM_5513171 
Wire 
Overall Cut Cutter Price Each 
Mfg. Part No. Length Type Type Stock No. i+ 
Pliers - Diagonal Cutter 
D248-8 205mm Standard Diagonal 52F6447 43.94 
PIM_5513170 
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CUTTERS — WIRE 
DIAGONAL CUTTING PLIERS , ° @ PROFESSIONAL-GRADE PLIERS 4 ® 
These cutting pliers are constructed of forged alloy | Xcelite Xcelite 
Seapipayeneey eter Pact Welt Welt 
to fit the hand comfortably and to provide maximum q 
leverage. Cleanly machined and aligned jaws grip as 
tightly and securely for easy cutting. 
64CGV 
MS54 
Overall Cut Cutter Price Each 
Mfg. Part No. Length Type Type Stock No. i+ sce 
MS54V 3.94” Semi Flush Diagonal 09B9618 32.50 | 
MS545V 3.94” Semi Flush Tapered 09B9624 33.70 
MS54J 4 Flush Diagonal 52F9047 34.30 
EC54J 4.5” Flush End 52F9052 = 
S475NJS 4.92 Flush Diagonal 73K9501 = sca 
PIM_5984 
ELECTRONIC PLIERS ° ® 
Xcelite aS 
Weller’ These pliers are constructed of forged alloy steel that is precision machined and scientific proportioned. Cleanly 
machined and aligned jaws grip tightly and surely for easy cutting. For extra working comfort, these professional 
h | tools have permanent, red plastic-coated cushion grip handles designed to fit the hand comfortably and to 
| provide maximum leverage. 
Overall Price Each 
Mfg. Part No. Length Style Stock No. i+ 
57CGV 5.688” Needle Nose 10B3540 34.43 
59NCG 8" Chain Nose 73K9948 37.40 
PIM_5697 
LNS4GV CN255V NN7776V Water Pump/Slip Joint 
These small, lightweight pliers are designed for holding, bending and cutting fine wires in electronics, radio, TV, Jaw Overall Price Each 
electrical and jewelry work. Green, ESD-safe cushion-grip handles provide comfort and maximum leverage. Mfg. Part No. Opening Length Style Stock No. 4+ 
eels Gaal springing polished Hest 50CGV 12.7mm 127mm Slip Joint 1082957 = 
Overall [Price Each = 6513169 
Mfg. Part No. Length Style Stock No. i+ 
For Confined Areas . 
CN255V 5° Bent Tip 09B8800 38.80 Wire 
CN55G 5” Curved Long Nose 52F9040 = Overall Cut Cutter Price Each 
CN54G 5” Curved Long Nose 52F9039 35.30 Mfg. Part No. Length Type Type Stock No. 1+ 
For Fine Wire 55NCG 5” Bevel Diagonal 73K9935 = 
L4G 4’ Needle Nose 09B9592 32.10 PIM_5513167 
L4V 4 Needle Nose 09B9593 28.60 
NN54GV 5” Needle Nose 09B9720 37.70 Combination 
NN54V 5 Needle Nose 09B9721 31.79 Overall Price Each 
NN7776V 6” Needle Nose 09B9734 30.72 Mfg. Part No. Length Style Stock No. 4+ 
For Looping and Forming Fine Wire 64CGV 100mm Diagonal Cutting 10B3765 = 
RN54 45" Round Nose 96F8892 ae PIM_5513168 
General Purpose 
LN54GV 5” Long Nose 09B9546 32.00 CUTTERS 
LN775512V 5.5” Needle Nose 09B9565 36.80 D URATOOL 
PIM_5985 
Combination 
Overall Price Each 3 
Mfg. Part No. Length Style Stock No. the 3 
TC55 138mm Long Nose 96F8886 - ca 
PIM_5513254 


Custom Rocker Switches 


Designed with your choice of: color, text, logo, icon 


Call 800.463.9275 or email: customswitches@newark.com 


PIM_5624868 


1.800.463.9275 © newark.com 


PL-501 


TL10329 


@ An exceptionally clean smooth cut © Suitable for copper wire, not for use with steel wire 


@ Lightweight and easy to handle 


Cutting Overall Cut Cutter Price Each 
Mfg. Part No. Capacity Length Type Type Stock No. 1-9+ 
TL10329 1mm 4.72” Mini Bevel Side 97M9399 3.76 
PL-501 1.2mm 4.9” Smooth Side 01N3627 5 
PIM_116707 
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TIP CUTTERS 


Erem 


570E 530E10 


Erem® Magic® cutters are made of extruded, machined tool steel for superior durability. Built-in Magic® spring 
for “fatigue-free” operation. Interlock screw joint eliminates blade overlapping. ESD -safe cushion grips for 
comfort and protection. Swiss-made for superior quality. 


Cutting | Overall Cut Cutter Price Each 
Mfg. PartNo. | Capacity | Length Type Type Stock No. 1+ 
570E 0.024" 4.75" Full Flush | Tapered and Relieved 96F9434 107.00 
PIM_5754 
PCB Track 
Overall Blade Price Each 
Mfg. Part No. Length Width Stock No. 1+ 
530E10 4.75" 0.118" 73C3016 161.00 
PIM_5513172 


HIGH-PRECISION DIAGONAL CUTTERS 


Erem® N series diagonal wire cutters are made with superior- 
grade steel. Have integrated, unbreakable springs for a 
constant, free-opening force. Feature ergonomic, ESD-safe 
cushion grips. 


Erem’ 


Cutting | Overall Cut Cutter Price Each 
Mfg. Part No. | Capacity | Length Type Type Stock No. 1+ 
4” Small Oval Head 
622N 0.04" 4.25" Full Flush Diagonal 91F2837 | 90.00 
612N 0.04” 4.25" Semi Flush Diagonal 91F2835 91.00 
632N 0.04” 4.25” | Super Full Flush Diagonal 83F4083 89.00 
4” Tapered Head 
622NA 0.024" 4.25" Full Flush Tapered 95B5096 | 90.00 
4” Tapered Relieved Head 
622NB 0.024" 4.25" Full Flush Tapered and Relieved | 95B5097 79.00 
5” Medium Oval Head 
522N 0.05” 4.5” Full Flush Oval Head 91F2838 | 92.00 
512N 0.05" 4.5” Semi Flush Diagonal 91F2836 87.00 
532N 0.05” 4.5" | Super Full Flush Diagonal 83F4082 | 107.00 
5” Side Cutters 
822N 0.064” 4.75” Flush Diagonal 81C8016 | 96.00 
PIM_36374 


ERGONOMIC CUTTERS AND PLIERS 


Erem’ 


2442P 


y 


Mfg. part no. 2412E is a 5” oval head, diagonal, semi-flush cutter with co-molded ergonomic grip for maximum 
comfort. Ideal for cutting soft copper wire 32-16 AWG. Made of extruded 100% machined Eremadium® tool steel 
for durability. Patent internal Magic® spring maintains constant fatigue-free operation. Erem Maximum Opening 
Stop (EMOS) limits handles from opening. 

Mfg. part no. 2422E is a 5” oval head, diagonal, full-flush cutter with co-molded ergonomic grip for maximum 
comfort. Ideal for cutting soft copper wire 32-16 AWG. Made of extruded 100% machined Eremadium® tool 
steel for durability. Patent internal Magic® spring maintains constant fatigue-free operation. Erem Maximum 
Opening Stop (EMOS) limits handles from opening. 

Mfg. part no. 2432E is a 5” oval head, diagonal, super full-flush cutter with co-molded ergonomic grip for 
maximum comfort. Ideal for cutting soft copper wire 32-16 AWG. Made of extruded 100% machined 
Eremadium® tool steel for durability. Patent internal Magic® spring maintains constant fatigue-free operation. 
Erem Maximum Opening Stop (EMOS) limits handles from opening. 

Mfg. part no. 2482E is a 5” 45° angled flush-cut medium tip cutter for easy access to circuit boards for SMT 
and thru-hole lead trimming. Made of extruded machined Eremadium® tool steel for durability. “ESD-Safe’, 
ergonomic designed cushion-grips for comfort. Internal spring for fatigue-free use. Interlock screw joint for 
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ERGONOMIC CUTTERS AND PLIERS (CONT.) 


wobble-free operation. 

Mfg. part no. 2411P is a5” very fine point, needle-nose pliers with smooth jaws thats perfect for microelectronics. 
Co-molded ergonomic grip for maximum comfort. Made of extruded 100% machined Eremadium® tool steel for 
durability. Patent internal Magic® spring maintains constant fatigue-free operation. Erem Maximum Opening 
Stop (EMOS) limits handles from opening. 
Mfg. part no. 2442P is a flat-nose pliers with smooth jaws. Co-molded ergonomic grip for maximum comfort. 


Flat-nose is ideal for universal bending. Made of extruded 100% machined Eremadium® tool steel for durability. 
Patent internal Magic® spring maintains constant fatigue-free operation. Erem Maximum Opening Stop (EMOS) 
limits handles from opening. 
Cutting | Overall Cut Cutter Price Each 
Mfg. PartNo. | Capacity | Length Type Type Stock No. 1+ 
2482E 4mm 127mm Full Flush Angled 18M9957 112.00 
2422E 1.27mm 127mm Full Flush Oval Head 13M5844 96.00 
2432E 1.3mm 130mm Super Full Flush Side 18M9950 95.00 
2412E 1.6mm 130mm Semi Flush Side 18M9949 93.00 
PIM_36277 


HOBBY KNIFE SETS 


D URATOOL 


TL10507 
Features: would need to get you started 
@ 35-Piece hobby knife set contains everything you ‘Ideal for the modeler or craft worker 
Price Each 
Mfg. Part No. Stock No. 1-24+ 
TL10507 99M1264 os 
PIM_116769 


MAGICSENSE® PRECISION CUTTERS 
@ Ergonomic, non-slip grips for added comfort and control — 
ESD safe 
© Shatterproof, extruded 100% machined Eremadi- 
um® tool steel for strength and durability 
® Induction hardening process provides cutting edge 
Rockwell-hardness of 64-65 HRce 
@ Patented, unbreakable internal Magic® spring 
maintains constant opening/closing force operation 
@ Erem Maximum Opening Stop (EMOS) limits 
handles from opening to help eliminate user fatigue 
@ Interlock screw joint system delivers wobble-free 
operation and avoids blades overlapping 
MagicSense® precision cutters deliver the ultimate in 
comfort, control and performance. These ergonomically- 
designed cutters feature a new co-molded grip material 
that furnishes a soft yet solid feel of control for more comfort and less fatigue. The heat-treated hardened blades 
provide very high-strength, perfect alignment and long tool life. 


Erem’ 


Cutting | Overall Cut Cutter Price Each 
Mfg. PartNo. | Capacity | Length Type Type Stock No. 1+ 
2482E 1mm 127mm Full Flush Angled 18M9957 | 112.00 
2422E 4.27mm 427mm Full Flush Oval Head 13M5844 96.00 
2477E 1.3mm 127mm Flush Tapered 18M9956 | 110.00 
2403E 1.3mm 130mm Flush Angled 18M9945 | 116.00 
2432E 1.3mm 130mm Super Full Flush Side 18M9950 95.00 
2412E 1.6mm 130mm Semi Flush Side 18M9949 93.00 
PIM_89571 


Vendor Approved Modification 


Panel Meters and Switches designed to your specs 
Choose your own colors, text, and logo 
ISO certified lab with a Certificate of Conformance included with your order 


Email panelmeters@newark.com Call 800 859 1257 


PIM_5624798 
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TOOLS & ACCESSORIES 
CUTTERS — WIRE 


PRECISION CARBIDE TIP CUTTERS E e ELECTRONIC PRECISION PLIERS 
rem 


78 03 125 78 03 125 ESD 
Features: © - Soft 1.6mm, Medium/Hard 1mm 
@ Precision pliers for ultra fine cutting work, e. g. in © 78 23 125 - INOX Stainless Stee! Head - Cutting 
576TX 503ETST electronics and fine mechanics @ - Soft 1mm, Medium/Hard 0.6mm 

Features: stant opening/closing fatigue-ftee operation ° ees ig tips also cut close sitting wire ° is 61 ud arene h - Cutting @ - Soft 
@ Precision cutter blades fitted with carbide inserts @ Erem® Maximum Opening Stop (EMOS) limits e eee idk stainless steel rivet a B age ESD 2 Hae tsiniass Steel Head - 

to cut MP35M Stainless wire (0.004"/0.10mm to handles from opening to prevent excessive hand @ Smooth movement for minimum operator fatigue Cutting @ - Soft 1.6mm, Medium/Hard 4mm 

0.020 050mm dia.) found in stents, catheters and spread . ‘ A © Opening spring and restricted opening © 78 13 125 ESD - INOX Stainless Stee! Head - 

guide wires @ ESD safe, ergonomic cushion grips for more © DINISO 9654 Cutting @ - Soft 1.6mm, Medium/Hard 1mm 
© Super-full-flush cut for critical medical applications comfort and protection Model Specifications: © 7871125 ESD - Burnished Head - Cutting @ - Soft 
© Extruded 100% machined Eremadium® tool steel @ ‘Interlock screw joint system delivers wobble-free ° 78 See INOX Stainless Steel Head - Cutting 4.6mm, Medium/Hard 1.2mm 9 

for strength and durabili operation and avoids blades overlappin: . . : J : 
e Pane internal Nese spring maintains con- . pune ESD Electronics Diagonal Cutters - Electrically charged version - dissipative. Two-color dual component 
Carbide tip precision cutters deliver the ultimate in comfort, control and performance necessary for demanding handles black/gray. 
medical applications. Swiss-made for superior quality, precision and reliability. coal Cutting Overall Cut Cutter Price Each 
Mfg. part no. 576TX diagonal tip carbide cutter features a tapered relieved head that reaches into tight places. Mfg. Part No. Capacity Length Type Type Stock No. 44+ 
Also cuts other malleable wire up to 0.008” (0.20mm) diameter. Electronics Precision Pli 
Mfg. part no. 503ETST angled tip oblique head carbide cutter is angled at 30° to ease stress on user's wrist. SCHONICS IE LECISION Ellets 

Fi 78 23 125 1mm 125mm Flush Side 06R6312 53.58 
Cutting | Overall Cut Cutter Price Each : 

Mfg. Part No. | Capacity | Length Type Type Stock No. 1+ 78 03 125 1.6mm 125mm Flush _ 06R6308 46.06 
5761X 0.012" | 4.25" | Super Full Flush | Tapered and Relieved | 83F4089 | 290.00 (861125. =. |= om {25mm | Flush_| Side OGRESIS EN | EAs\08 
S03ETST | 0.02” | 4.25" | FullFlush Angled 7205889 | 385.00 Hectrons Fesisien —— - ESD _ os = a 
595 0.02" | 4.25" | Semi Flush Tapered 32H3333 | 232.00 maullu mn bad we 8.8 

eiNfageDD 78 13 125 ESD 1.6mm 125mm Flush Side 06R6311 51.14 
7 78 71 125 ESD 1.6mm 125mm Flush Side 06R6316 56.16 
a ee ae A PIM_147269 
Wire Twisting/Sealing - 
Overall Price Each 
Mfg. Part No. Length Style Stock No. 1+ ESD SAFE CUTTERS ih (ita) 
Smooth Jaws WI a 
Premium Tools 
2442P 5F Flat Nose 18M9951 102.00 
2411P 5 Needle Nose 18M9947 93.00 
PIM_5513261 


WIRE CUTTERS 7 
32712 
Beveled Cutter Semi-Flush Cutter Flush Cutter Full Flush Cutter 
D202-6C - 
D257-4C Cutting Overall Cut Cutter Price Each 
Model Details: © Mfg. part no. D228 has a tapered nose with high Mfg. Part No. Capacity Length Type Type Stock No. 1+ 
@ Mfg. part nos. D202 and D257 are standard leverage handles. End Cutters, Extra Slim - Flush 
cutters with a standard tapered nose, except mfg. © Mfg. part no. D209 has a pointed nose and : ; 
part no. D257 which is a semi-flush cutter. semi-flush cutters. 32732 0.6mm 115mm Semi Flush End 8903001 ne 
© Mfg. part nos. D209 and D244 are midget pointed ¢ Mfg. part no. D230 has a midget pointed nose Oblique Angled Cutters, 29° - Full Flush 
noses and diagonal cutters, Mfg. part no. D244 is with high hardness. , 32724 4mm 115mm Full Flush | Oblique 8902998 79.93 
a narrow jaw cutter. © Mfg. part no. D275 has a steel, hold-open spring 3 
© Mfg. part no. D295 has a midget tapered nose and a flush cutter which cuts up to 14AWG. Oblique Front Cutters, Very Small Head, 40° - Flush 
with a midget jaw. 32728 0.6mm 115mm Flush | Oblique 89C3000 — 
All tools have plastic-dipped or slip-on plastic handles. Side Cutters, Slim Oval Head - Flush 
Overall Cut Cutter Price Each 32712 1.2mm 115mm Flush Oval Head 8902991 62.04 
Mfg. Part No. Length Type Type Stock No. 1+ Side Cutters, Slim Oval Head - Full Flush 
D295-4/C 108mm Flush Diagonal 94F5749 59.08 32714 1mm 115mm Full Flush Oval Head 892992 71.81 
D230-4C. 108mm Semi Flush Diagona 50F7346 54.54 Side Cutters, Small Tapered Head with Hollow Grinded Back - Flush 
D209 4C 108mm Semi Flush Diagonal 34F231 oa 32704 1mm 115mm Flush Tapered 9202632 69.83 
D257 4C 108mm Semi Flush Diagona 34F093 — Side Cutters, Wide Tapered Head - Bevel 
D257-4 108mm Semi Flush Diagona 1804022 46.96 32706 1.4mm 115mm Bevel | Tapered 89C2987 a 
D275-5 127mm Flush Diagona 34F045 16.96 Side Cutters, Wide Tapered Head - Full Flush 
D244-5C 129mm Flush Diagona 84F2090 59.08 32710 4mm 115mm Full Flush | Tapered 89C2989 41.77 
D209 5C 129mm Semi Flush Diagona 34F028 49.98 PIM_73116 
D202 6C 156mm Standard Diagona 34F019 = 
D228 8 205mm Standard Diagona 34F117 42.78 
PIM_5720 
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TOOLS & ACCESSORIES 
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ELECTRONIC SHEARCUTTERS 


Xcelite 


wyWeller’ 


The 175M from Xcelite is a 5.2” side cutter with safety clip. Full flush, thick soft padded handle, 20° blade angle, 
9mm blade length and can cut up to 20AWG. 

The 170M from Xcelite is a 5” diagonal flush cutter. Low profile, general purpose cutter cuts soft wire up to 20 
AWG, 20° blade ang 
The 1178M from Xcelite is a 5.6” heavy-duty diagonal wire shear cutter for use with IC pins, cables, harnesses 
and flush cuts soft wire up to 14AWG. Features maximum durability and operator safety with red grips. 


o 


Cutting Overall Cut Cutter Price Each 
Mfg. Part No. Capacity Length Type Type Stock No. 1+ 
General Purpose, Low-Profile Shearcutters with Safety Clips 
175M 0.8mm 5” Flush Diagonal 50F4002 12.04 
PIM_5990 
Cable 
Cutting Overall Price Each 
Mfg. Part No. Capacity Length Stock No. 1+ 
General-Purpose, Low-Profile Shearcutters 
170M 0.8mm 127mm 50F172 10.84 
Heavy-Duty Shearcutters 
1178M 1.6mm 143mm 96F8902 20.60 
PIM_5513173 


PROFESSIONAL INSULATED PLIERS AND CUTTERS wiha® 


Premium Tools 


© Meets EN/IEC 60900, ASTM F-1505-01 and 
according to VDE 0682/part 201, NFPA70E 
insulation standards 


Mfg. part no. 32838 insulated 8” high-leverage diagonal cutter. Semi-circular; low wear lap joint, riveted 


Soft grip ergonomically designed handle body 
Safety slip guard 


» Sn, 
— 
32806 
32838 
Features: @ Drop-forged from special tool steel 
© Meet 10,000V test standards — Certified to © Chrome finish for long lasting corrosion protection 
1000VAC or 1500VDC © Cutting edges additionally induction hardened 
e 
e 


and able to withstand high levels of load. Lightweight, clean cutting action, lay-on joint, and optimized power 
transmission. Ideal for soft, hard and piano wire. Copper cutting capacity: #4 AWG. 
Mfg. part no. 32806 insulated long nose pliers with ergonomic moulded two-component soft comfort grips. High 
quality forged C70 steel, induction hardened cutting edges and jaws. 
Overall Price Each 
Mfg. Part No. Length Stock No. 1+ 
32838 8 2801418 52.82 
PIM_163094 
Wire Twisting/Sealing 
Overall Price Each 
Mfg. Part No. Length Style Stock No. 1+ 
32806 160mm Long Nose 95B9827 = 
PIM_5513260 
DATA T®-CUTTER 


Mfg. part no. 45-074 Data T®-Cutter cuts round communication cable and maintains cable geometry for better 
performance. Cuts multipair cable up to 0.5” (12.7 mm) and coaxial cable up to RG-9/U. Blades are suitable for 
soft cables (not ACSR). Steel-reinforced center conductors can be trimmed with bolt-cutting holes. Comfort grip 
increases handling ease. Locking latch keeps tool closed in pouch. 


> CONTINUED > 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


DATA T®-CUTTER (CONT.) 
Cutting Price Each 
Mfg. Part No. Capacity Stock No. 1+ 
45-074 12.7mm 48F1307 24.40 
PIM_33872 
CABLE CUTTERS KLEIN 


TOOLS. 


KLEIN TOOLS 47 , 


63050 


‘Awannne: 
PROTECT AG; 


—— = 


J63050 


High-leverage cable cutters cut up to 4/0 aluminum AWG (no steel or ACSR), 2/0 AWG soft copper and 100- 
pair 24 AWG communications wire. High-leverage design for exceptional cutting capability. Precision, one-hand 
shearing action. Cable-gripping shear-type jaws. Hot-riveted joint provides smooth action and no handle wobble. 
Custom, US-made tool steel, through-hardened for longer-lasting cutting surfaces. 

Mfg. part no. 63050 features red plastic-dipped handles with an overall length of 9-1/2”. 

Mfg. part no. J63050 features dual-material, red/black Journeyman™ finish handles with contoured thumb 
area for comfort and a firm grip Overall length: 9-9/16”. 

Mfg. part no. 63020 Klein-Kurve™ multi-cable cutter features hardened steel precision cutting blades for long 
life. Copper curved cutter cleanly cuts round copper cable without compression or frayed ends. Anvil cutter 
for solid and stranded copper wire up to 12AWG and stainless steel up to 0.032” diameter. Mild steel cutter for 
conductors up to 0.08” diameter. Curved cutter for solid and stranded copper wire up to 8AWG, multi conductor 
cable up to 1/2” diameter and coaxial cable RG-6 Quad, RG-59 and RG-62. Red double dipped grips for 


comfort. Coil spring provides fast self-opening action. Holes for looping and bending wire. Handy closure lock 
for convenient storage. Shearing size: 6-32 and 8-32, overall length 7”. 
Overall Price Each 
Mfg. Part No. Length Stock No. 1+ 
63020 7’ 06/9577 = 
63050 9.488” 94F5796 46.40 
J63050 9.563” 83H2074 55.32 
PIM_5799 
RATCHETING CABLE CUTTER KLEIN 


@ Unique ratchet action holds cable tight, allows 
rapid, straight cuts and gripping power 

@ Hold-open spring speeds cutting action © Compact, lightweight design 

® Quick-release lever opens blade during operation © Locks in closed position for safe pouch carrying 

Cleanly cuts copper up to 400 MCM, as well as aluminum and multiconductor cable up to 600 MCM. Not 

designed for cutting steel or ACSR. Handle color: red. Overall length: 10”. 


@ Finger-formed, plastic-covered handles for comfort 


Cutting Overall Cut Price Each 
Mfg. Part No. Capacity Length Type Stock No. 1+ 
63060 28mm 260mm Straight 94F5797 349.32 
PIM_85001 
CABLE CUTTERS M cncenes, 
COMMUNICATIONS 
718 


Mfg. part no. 727 cable cutters have forged steel blades for cutting up to 2/0 aluminum or copper cable. High- 
leverage handles are plastic covered for extra comfort and grip. Mfg. part no. 718 cable cutters are lightweight 
and compact. Steel handles have rubber grips for greater leverage and comfort. Cut up to 350MCM copper; not 
for use with steel cable, ACSR or live circuits. 18” length. 


Overall Price Each 
Mfg. Part No. Length Stock No. 1+ 
718 18" 89F2780 98.10 
727 235mm 50F6971 39.05 


PIM_5683 
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170 SERIES PLATOSHEARS 
LEAD CUTTERS 


RoHS _ 
Compliant 
Available 


170/175 
170LX 


Features: © Reduces operator fatigue 
@ Ergonomically designed @ Made in the U.S.A. 


Platoshears® lead cutters flush cut copper wire up to 18 AWG (0.040"/1.00mm). The shear cutting action 
reduces operator fatigue and prolongs the life of the blades. Mfg. part no. 175 features a lead-catcher safety 
guard that reduces the risk of lead fly-off. Mfg. part nos. 170SD has permanently static-dissipative plastic grips 
which meet DOD-STD-1686 and MIL-B-81705, Type 2 specifications. 

The 170LX is a Platoshears® ergonomic cutter with carefully crafted precision cutting blades combined 


seamlessly with curved, palm shaped handles to deliver effortless lead cutting and user comfort. The 175LX 
features a lead-catcher safety guard that reduces the risk of lead fly-off. 
Cutting Overall Price Each 
Mfg. Part No. Capacity Length Stock No. 1+ 
@ 170 1mm 131mm 98H3229 7.49 
@ 170SD 1mm 131mm 98H3230 14.79 
@ 175 1mm 131mm 98H3232 10.62 
PIM_79284 
Wire 
Cutting Overall Cutter Price Each 
Mfg. Part No. Capacity Length Type Stock No. 1+ 
@ 175LX a 144.46mm Precision 83K3389 = 
@ 170LX 1mm 144.46mm Precision 83K3388 10.36 
PIM_5513164 


FASTBACK FLIP POCKET AND SLIDING UTILITY 
KNIVES 


Myer 
\ RAD AE 


FASTBACK™ Flip Pocker Knife Sliding Utility Knife 


TOOLS & ACCESSORIES 
CUTTERS — CABLE 


ERGONOMIC FIBER OPTIC KEVLAR® 
CUTTER 

@ Ergonomic handles for user comfort and durability 

© Adjustable joint screw under protective cap 

© Serrated blades grip material 

@ Sharp and durable 6” long 

High carbon stainless steel blades designed to cut 
Kevlar®, cabling insulation, tape, cable ties and other 
material. 


ek JONARDTOOLS' 


Blade Handle Price Each 
Mfg. Part No. Length Type Material Stock No. 1+ 
JIC-186 6" Kevlar Cutting Fibre 51M0209 15.95 
PIM_139048 


NIPPERS, CUTTERS, SHEARS AND SCISSORS 


Wiss 


1570B 175E5 764 


Mfg. part no. 1570B Quick-Clip® speed cutter features stainless steel, replaceable 1” long blades, positive 
spring action and heavy-duty contour frame. 

Mfg. part no. 175-E electrician’s scissors feature nickel-plated, hot drop-forged 1-7/8” long blades with a scraper 
and file on back edge of blade. Mfg. part no. 175E-5 electrician’s scissors is the same as mfg. part no. 


Features: 
© Tool free blade change 
© Wire stripper up to 10 ga. 


@ 48-22-1901 - FASTBACK™ Flip Pocket Knife - 1 


Blade - Knife Length 7-1/4” 


© 48-22-1910 - Sliding Utility Knife - 1 Blade - Knife 


@ Integrated gut hook 
Model Specifications: 
Fastback™ utility knife is designed to activate the blade 3X faster than a 2-handed opening for easy activation. 
Sliding utility knife features a side activated slide switch to reduce the risk of exposing the blade accidentally. 
Complete with rubber overmold to increase comfort and reduce hand slippage. Both include a tool free blade 


Length 7-1/4” 


change for fast efficient adjustments. The integrated gut hook and wire stripper also increase utility. 
Price Each 
Mfg. Part No. Stock No. 1+ 
48-22-1901 90R5380 19.90 
48-22-1910 90R5381 = 
PIM_207486 


POWERBLADE 12-TOOLS-IN ONE 


% GREENLEE. 


PA6575 Features: 

@ Patent-pending wire and cable stripping system 

@ SOG® beveled-edge knife 

@ 0.15"-0.25" cable strippers built into handle of tool 
@ UTP stripper with spring-loaded blade 

PA6575 - PowerBlade, this unique electrician’s knife and 11 separate wire and cable strippers all in one, is built 
for a lifetime of professional use, all day, every day. Cryogenic heat-treated 3” long blade increases strength to 
enable longer sharpness and chip resistance. Manufactured from AUS 8 stainless steel. Lightweight tool handle 
made from military-grade Zytel® plastic. Liner-Lock blade release system keeps knife securely locked while 


@ \V-notch to adjust to cable 

@ 22-10 AWG wire strippers for both solid and 
stranded wire 

@ Lifetime manufacturer's warranty 


in-use position for added safety. Thumb stud for easy one-hand opening. Total length: 7.5”. 
Blade Price Each 
Mfg. Part No. Material Stock No. 1+ 
PowerBlade 12-Tools-in-One 
PA6575 Stainless Steel 63M4719 = 
PIM_116762 


1.800.463.9275 © newark.com 


175E plus features a double stripping notch for 19 gauge and 23 gauge wire. Mfg. part no. 764 sewing and 
embroidery scissors feature nickel-plated, hot drop-forged 1-3/8” long blades with sharp points, flat pattern and 
ring handles. 
Blade Price Each 
Mfg. Part No. Length Type Stock No. 1+ 

1570B T Industrial 46F2594 = 

764 41.25" Sewing / Embroidery 10B4216 35.71 

175E 1.75" Electrician 34F1003 26.87 

175E5 4-78" Electrician 46F 2593 25.88 
PIM_20236 
UTILITY SHEARS 

WEZSNIP w912 we812 


Mfg. part no. WEZSNIP Easy Snip utility shear features strong, corrosion-resistant 4” long stainless steel blades 
with rounded points. Textured, molded handles for secure, comfortable grip. Spring assist action minimizes 
fatigue. Wire cutting notch in lower blade. Thumb latch secures blades closed for storage. 


Mfg. part no. W912 shop shear features serrated lower blade for better grip on materials being cut. Cutting 
notch on lower blade for rope and twine. Safety point on 4-1/4” long blades. Adjustable pivot to change cutting 
tension for best feel. Black, hard plastic handles clean easily. 


Mfg. part no. W812 8-1/2" home and craft scissor features corrosion-resistant, stainless steel 3-1/2” long 


blades with sharp points. Straight blades can be sharpened. Adjustable pivot to change cutting tension for best 
feel. Red, hard plastic handles with Soft-Touch finish offer high leverage. 
Blade Price Each 
Mfg. Part No. Length Type Stock No. 1+ 
10” Shop Shear 
w912 4.25” Household 84K0502 25.54 
8-1/2” Home & Craft Scissor 
we812 3.5” Household 84K0501 15:23 
PIM_88514 
Snips 
> CONTINUED > 
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TOOLS & ACCESSORIES 
CUTTERS — SCISSORS 


Snips (CONT.) 


@ Indicates RoHS Compliant | Find Datasheets Online 


DX-250 AND DX-350 SERIES PROGRAMMABLE, DIGITAL FLUID 


Radi PriceEach. © DISPENSER/CONTROLLERS (CONT,) 
mt cas at Length Stock Ne: if Fe) Syatom Racalver Head Assemblies - These receiver head assemblies are the connecting link between 
8-3/4” Easy-Snip Utility Shear time/pressure controllers and syringe assemblies, providing a safe connection for accident-proof dispensing. 
WEZSNIP 8.5” 84K0499 24.65 Each assembly consists of one receiver head with O-ring, 3 or 6ft of tubing and a male quick connector. 
PIM_5513268 Price Each 
Mfg. Part No. Description StockNo.| 1+ 
5” ELECTRICIAN’S SCISSORS g ~@ @ DX-350 Dispenser/Controller - 0-100(0-6.9 bar) Max. Air Pressure Output | 39M4554 — 
a a @ DX-250 Dispenser/Controller - 0-100(0-6.9 bar) Max. Air Pressure Output | 39M4552 564.00 
= @ DX-355 Dispenser/Controller - 0-15(0-1.03 bar) Max. Air Pressure Output | 39M4555 | 1156.00 
i Tig AVE N @ DX-255 Dispenser/Controller - 0-15(0-1.0 bar) Max. Air Pressure Output | 39M4553 627.00 
Price Each 
Mfg. Part No. Description Stock No. [ 
@ 910-6RHB Receiver Head Assembly - 10cc/6ft 39M4568 = 
@ 93055-6RHB Receiver Head Assembly - 30/55cc/6ft 39M4581 = 
Heavy-duty, general-purpose scissors with serrated outside blade and two notches for 19 AWG and 23 AWG © 905-3RHB Receiver Head Assembly - Scc/3ft 39M4563 = 
wire. Blade length: 2”. @ 903-6RHB Receiver Head Assembly - 5cc/6ft 39M4560 = 
Blade Price Each @ 905-6RHB Receiver Head Assembly - 5cc/6ft 39M4564 = 
Mfg. Part No. Length Type Stock No. 1+ PIM_90588 
11012 2” Electrician 10N313 8.97 
a DISPENSING SYRINGES AND ADAPTERS Wi il ° 
ee e1ler 
PRO-TOOL KITS FLUKE a 
© Mfg. part no. 11293000 1S60 Pro-Tool Kit includes D9148™ _ networks. =< = 
MiniNegiisandstapopan 
«Mfg, part no, 11292000 IS50 Pro-Tool kt includes MI0LLASSM 


D914S™ impact tool, electrician's D-Snips™, cable 
stripper, and EverSharp™ 66/110 cut blade. 
These Pro-Tool™ kits are comprised of the most 
essential tools for telecom installations, conveniently 
stored in a durable PVC pouch. 


Air-Operated Luer Lok™ Tip Syringes - Unassembled, Non-Calibrated 

Industrial syringes with Luer Lok™ tip is ideal for micro-air dispensing. Works with Kahnetics ® Shot Meter 
dispensers; ordered separately; go online or call. These unassembled, non-calibrated syringes include barrel 
and plastic stopper. 

Manual Luer Lok™ Tip Syringe - Unassembled, Non-Calibrated 

This manual, unassembled syringe includes barrel, rubber stopper and plunger rod. 

Manual Luer Lok™ Tip Syringes - Assembled, Calibrated 

This manual, assembled syringe includes graduated barrel, rubber stopper, plunger rod and tip cap. 


Price per 
Dispenser Pkg. 
Mfg. Part No. Description Type | Volume | Stock No. 1+ 
A30LLPS Air-Operated Luer Lock™ Tip Syringe -| Syringe 30cc | 17C6569 16.10 
Unassembled/Non-Calibrated 
11293000 M10LLASSM |Manual Luer Lok™ Tip Syringe -| Syringe | 10cc | 30M2687| 13.30 
Assembled/Calibrated 
enieeiEachy M30LLASSM | Manual Luer Lok™ Tip Syringe -| Syringe 30cc | 07W3588] 16.80 
Mfg. Part No. Description Stock No. 1+ Ae rneiclinaea a vn : 
11292000 1850 Pro-Too! Kit 9769305 230.99 MSLL Manual Luer Lok™ Tip Syringe Syringe | 5cc | 1706596 | 17.20 
11293000 IS60 Pro-Tool Kit 02H5542 272.99 Unassembled/Non-Calibrated 
PIM_73269 PIM_48979 
DX-250 AND DX-350 SERIES PROGRAMMABLE, DIGITAL DISPENSING NEEDLES @ 
FLUID DISPENSER/ICONTROLLERS ae ; eer 
© Blunt tip ‘i 
METCAL.. © Color-coded plastic threaded hub 


RoHS _ 
Compliant 
Available 


+) « + 
Bis 


DX-350, DX-355 


DX-250, DX-255 


Features: 

@ Dispenses low, medium and high-viscosity fluids 
accurately and consistently 

@ Adjustable vacuum-driven “suck-back” to control 
material “tailing” and waste 

@ Large, clearly marked air pressure and vacuum 
control knobs 

@ High-visibility LCD display panel with back lighting 

© Universal power supply with snap-on plug for 
worldwide use 

@ Multiple units can be stacked and fastened on top 
of each other to conserve workspace 

@ One year manufacturer's warranty 

© CE complaint, TUV approved Input Frequency: 50-60Hz 

Specifications - DX-250 Series: Dimensions: 7"H x 6"W x 6.5"D 


Productivity-focused DX-250/255 and 350/355 series digital dispenser/controllers are highly-responsive air 
pressure and vacuum management systems, coupled with a digital timing circuit, to provide consistent and 
repeatable fluid dispensing and material waste control. DX-250/255 series units feature user-friendly firmware 
for easy task setup. DX-350/355 series units feature user-programmable manual purge and automatic dispense 
cycle settings, 10 programmable memories for storing and recalling most frequently used dispensing cycle 
timings, ‘teach’ mode for determining the dispensing time required when dispensing output is unknown, tactile- 
responsive user programming buttons and a digital pressure/vacuum readout. All units come complete with 
syringe holder, foot switch, air-line holder, 10cc receiver head assembly, sample dispensing needles, fitting 
and air inlet tubing kit, 100-240VAC universal power adapter and user guide. Order additional receiver head 


> CONTINUED > 


© Cycle Rate: 600 cycles/minute 

© Digital Timing Range: 0.020 - 60.00 seconds 
@ Cycle Modes: Timed, Purge (Manual) 

LCD Display Panel: 16”W x 2°H 
pecifications - DX-350 Series: 

Cycle Rate: 1200 cycles/minute 

Digital Timing Range: 0.008 - 60.00 seconds 
Cycle Modes: Timed, Interrupt, Teach, Purge 
LCD Display Panel: 20’W x 4”H 

urther Specifications (All Models): 

Vacuum Force: 16” (406mm) of Hg 

Timing Repeat Tolerance: +/- 0.001% 

Input Voltage: 100-220VAC. 


ecooteeceone 


@ Disposable and non-sterile 

Diameters (I.D. / 0.D.): 

© Dark Green - |.D. 0.067”, O.D. 
0.083” 

© Orange - |.D. 0.060", O.D. 0.072” 

@ Purple - |.D. 0.053", O.D. 0.064” 

@ Pink - |.D. 0.038”, O.D. 0.050" 

© Yellow - |.D. 0.026", 0.D. 0.035” 

© Black - |.D. 0.019”, O.D. 0.028” 

© Blue - |.D. 0.012", O.D. 0.020” 

© Lavender - |.D. 0.006”, O.D. 0.012” 

© Brown -|.D. 0.032", 0.D. 0.042” 

Stainless steel, antistatic, opaque 

dispensing needles lock onto Luer 

Lok™ style syringes; ordered separately. Sold in packages of 50. Additional package quantities are available; 

go online or call . 


Price per 
Pkg. 
Mfg. Part No. Description StockNo. | 1+ | 
KDS221P Black - 22 Gauge - 1” Needle Length 17€7313 12.90 
KDS2512P Blue - 25 Gauge - 1/2” Needle Length 3303842 13.00 
KDS1412P Dark Green - 14 Gauge - 1/2” Needle Length 33C3807 18.90 
KDS141P. Dark Green - 14 Gauge - 1" Needle Length 17€7303 18.90 
KDS3012P Lavender - 30 Gauge - 1/2” Needle Length 33C3848 23.00 
KDS151P. Orange - 15 Gauge - 1” Needle Length 1707304 = 
KDS1812P Pink - 18 Gauge - 1/2” Needle Length 33C3819 13.00 
KDS181P Pink - 18 Gauge - 1” Needle Length 17€7308 13.00 
KDS1612P Purple - 16 Gauge - 1/2” Needle Length 3303814 18.90 
KDS161P. Purple - 16 Gauge - 1” Needle Length 1707305 18.90 
KDS16112P Purple - 16 Gauge - 1-1/2" Needle Length 33C3813 18.90 
KDS201P. Yellow - 20 Gauge - 1” Needle Length 1707311 13.00 
PIM_68542 


1250 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


PLASTIC TAPER TIP NEEDLES 


Features: 

Polyethylene taper tip Luer Lok 

Overall length of 1-1/2" 

Prevents surface scratches 

Tapered feature helps alleviate dripping problems 
Additional package quantities available; go online 
or call 

Model Specifications: 


— + Weller 
a | 


e 


@ KDS14TNP: 14 Gauge - Nominal |.D. 0.063” - 
Salmon 

@ KDS16TNP: 16 Gauge - Nominal |.D. 0.048” 
- Grey 

@ KDS18TNP: 18 Gauge - Nominal |.D. 0.034” - 
Green 

@ KDS20TNP: 20 Gauge - Nominal |.D. 0.024” - Pink 

@ KDS22TNP: 22 Gauge - Nominal |.D. 0.017” - Blue 


Price per 
Pkg. 
Mfg. Part No. Stock No. 1+ 
KDS18TNP 33C3816 22.90 
KDS22TNP 33C3833 22.90 
KDS16TNP 33C3812 22.70 
KDS14TNP 333805 22.90 
KDS20TNP 3303824 22.90 
PIM_68543 


PRECISION SERIES SCREWDRIVER SETS 


Features: 

@ Precision high-alloy, chrome-vanadium-molybde- 
num steel blades, hardened, chrome-plated 

@ Precision ground tips with non-slip, hard chrome 
finish for exact fit 


wiha® 


Premium Tools 


26190 


@ Precision handle constructed of high-quality 
plastic, cadmium free 

@ Molded-on, tapered handle allows rapid rotation 

© Rotating cap for precise turning and control with 
fingertip 


Mfg. part no. 26090 6-pc. precision slotted screwdriver set includes metric sizes: 1.5mm, 2mm, 2.5mm, 3mm, 


3.5mm, 4mm. 


Mfg. part no. 26390 7-pc. precision hex screwdriver set includes metric sizes: 0.7mm, 0.9mm, 1.3mm, 1.5mm, 


2mm, 2.5mm, 3mm. 


Mfg. part no. 26391 8-pc. precision hex screwdriver set includes inch sizes: 0.028", 0.035”, 0.05”, 1/16", 5/64”, 


3/32”, 7/64”, 1/8”. 


Mfg. part no. 26490 8-pc. precision ball end hex driver set includes inch sizes: 0.05”, 1/16", 5/64”, 3/32", 7/64”, 


1/8", 9/64”, 5/32”. Angle entry up to 30°. 


Mfg. part no. 26591 8-pc. precision nut driver set includes inch sizes: 3/32", 7/64”, 1/8", 9/64”, 5/32", 3/16”, 


7/32”, 1/4”. 


Mfg. part no. 26590 8-pc. precision nut driver set includes metric sizes: 2.5mm, 3mm, 3.5mm, 4mm, 4.5mm, 


5mm, 5.5mm, 6mm. 


Mfg. part no. 26790 6-pc. precision Torx® screwdriver set includes Torx® sizes: T6, T7, T8, T9, T10, T15. 


Mfg. part no. 26810 precision chip lifter. 


Price Each 
Mfg. Part No. Description Stock No. i+ 
26810 Precision Chip Lifter 93F6583 8.23 
PIM_68834 
Tool 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
26090 6-Piece Precision Slotted Screwdriver Set 90F7776 32.06 
26790 6-Piece Precision Torx Screwdriver Set 90F7780 41.60 
26390 7-Piece Precision Hex Screwdriver Set 90F7778 36.47 
26490 8-Piece Precision Ball End Hex Driver Set 90F7792 47.52 
26391 8-Piece Precision Hex Screwdriver Set 90F7781 41.75 
26591 8-Piece Precision Nutdriver Set 90F7791 61.97 
26590 8-Piece Precision Nut Driver Set 90F7779 61.97 
PIM_5511083 


1.800.463.9275 © newark.com 


TOOLS & ACCESSORIES 
DISPENSING EQUIPMENT 


PLCC EXTRACTOR TOOL 


© For removing PLCC type devices from their sockets 

@ Prevents damage to the IC packaging and 
socket 

© Easy to use, simply squeeze the tool handle 
to extract 

@ Length: 98mm 


Price Each 
Mfg. Part No. Stock No. 1-9+ 
D00038 23M5825 negg) 
PIM_116821 
— rseracrs Bn, 


34-016 


34-003 


Mfg. part nos. 34-001, 34-002, 34-003 fuse pullers for cartridge-type fuses. Fully insulated, reinforced, high- 
dielectric engineering plastic. No-slip grip, marked amp range, moisture resistant. Mfg. part nos. 34-015 and 
34-016 molded of high-impact nylon with no-slip grip and finger stops. 


Overall Price Each 
Mfg. Part No. Length Stock No. 1+ 
34-015 Ss” 87F2741 15.21 
34-001 5” 87F2747 12.29 
34-016 7.25" 87F2742 22.69 
34-002 7.5” 87F2748 20.57 
34-003 11.75" 87F2740 45.42 
PIM_5693 
PIN EXTRACTOR 6® JONARDTOOLS’ 
Plunger-style pin extractor for pushing 
pins out from behind ; he connector Ost 
co For contact sizes 16-20. 3' Available 
For Use Price Each 
Mfg. Part No. With Stock No. 1-4+ 
@ R-5926 Connector blocks for contact sizes 16-20 1907658 15.95 
PIM_58683 
LAMP EXTRACTOR JONARDTOOLS: 


RoHS 
Compliant 
Available 


Mechanical extractor used to remove or insert miniature lamps with bayonet style bases in panels and 


switchboards by firmly and gently grasping lamps. Grasp lever includes a return spring for fast lamp insertion 
and removal. Lamp grasp is limited to 5/16” to prevent shorts. Handle diameter: 1/2”. 4” long. 
Outer Price Each 
Mfg. Part No. Length Dia. Stock No. i+ 
@ S-339 4" 0.5” 84F877 34.95 
PIM_58574 
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TOOLS & ACCESSORIES 
EXTRACTION TOOLS 


UNIVERSAL PLCC EXTRACTION TOOL 

@ Extracts a Range of PLCC Sizes From 20-Pins Through 
84-Pins Without Damage to The Chip 

@ Spring Loaded One-Hand Design Requires No 
Pulling, Squeeze Handles and Chip is Lifted from 
the Socket 

@ EX-5 has ESD Safe Handles for use on all Static 
Safe Components and Machined Stainless for 
Long Life 

@ EX-6 has ABS Handles and Stamped Steel 


OK Industries 


Div. of Jonard Industries 


RoHS — 
Compliant 
Available 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ EX-5 ESD-Safe PLCC Extraction Tool 50F5444 25.95 
@EX-6 PLCC Extraction Tool 92F2621 15.95 
PIM_5929 
INSERTION AND REMOVAL TOOL KITS 6 JONARDTOOLS: 


RoHS _ 
Compliant 
Available 


KA-260 KR-260 


Mfg. part no. KA-260 insertion kit includes the three most popular color-coded sized insertion tools for contact 
sizes 20 (red), 16 (blue) and 12 (yellow). 5” long. 

Mfg. part no. KR-260 removal kit includes the three most popular color-coded sized extraction tools for contact 
sizes 20 (red), 16 (blue) and 12 (yellow) 6” long. Both kits include durable leather-padded zipper case. 


@ Indicates RoHS Compliant | Find Datasheets Online 


E-Z PIK COLOR-CODED PRECISION TWEEZERS AND TWEEZER SET 
(CONT.) 


Overall Body Tip Price Each 
Mfg. Part No. Description Length Material Material Stock No. 1+ 
18032EZ | Style 00 - Straight Thick | 120mm | Stainless Steel | Stainless Steel | 01N4765 6.66 
Flat, Strong Tips 
18049EZF | Style 2A - Tapered | 120mm | Stainless Steel | Stainless Steel | 01N4766 _ 
Straight Flat Tips 
18056EZF | Style 3C - Straight Ultra | 110mm | Stainless Steel | Stainless Steel | 01N4767 5.75 
Fine Tips 
18062EZF | Style 5 - Tapered Ultra | 110mm | Stainless Steel | Stainless Steel | 01N4768 ES 
Fine Tips 
18072EZ | Style 7 - Curved Fine] 115mm | Stainless Steel | Stainless Steel | 01N4769 6.66 
Tips 
18013EZF | Style AA - Straight, | 130mm | Stainless Steel | Stainless Steel | 01N4764 = 
Strong Precise Tips 
PIM_116782 
Tool 
HeniceiESchy 
Mfg. Part No. Description Stock No. 1+ 

18480EZ 6-Pc E-Z Pik Precision Tweezers Set 26R9213 36.29 

PIM_5513364 


5-PC. PRECISION INDUSTRIAL TWEEZERS 


SET D URATOOL 


For Use Price Each 
Mfg. Part No. Description With Stock No. 1+ 
@ A-4599 Insertion Tool size 16 | MIL-C-26482, MIL-C-26500 Connectors | 50F5454 | 58.95 © Five most used precision tweezers © Supplied in a protective plastic case 
@ A-4598 Insertion Tool size 20 | MIL-C-26482, MIL-C-26500 Connectors | 50F5458 58.95 ® Anti-magnetic stainless steel (SA) 
PIM_58672 Body Tip Price Each 
Mfg. Part No. Material Material Stock No. 1-9+ 
7 Stainless Steel Stainless Steel 34M58. 
Connector Extraction Tools 500349 ainless Stee ainless Stee! 5835 98.81 
= PIM_116657 
For Use Price Each 
Mfg. Part No. Description With Stock No. 1+ 
@R-4602 | Removal Toolsize 16| Size 16Pin& Socket Contacts | 22€8720 | 64.95 PRECISION INDUSTRIAL TWEEZERS D URATOOL 
@ R-4601 Removal Tool size 20 | MIL-C-26482, MIL-C-26500 Connectors | 50F5455 64.95 
PIM_5511079 SS - = — ae 
D00348 
Tool Kits _ =a Do0347 
Price Each —S SS > SSF 
Mfg. Part No. Description Stock No. 1-4+ D00346 Do0345 
@ KA-260 Insertion Tool Kit (contains 3 tools) in Leather Case 35F1148 174.95 
@ KR-260 Removal Tool Kit (contains 3 tools) in Leather Case 35F1149 189.95 
PIM_5511080 p00344 
© Quality manufactured, economically priced industrial applications 
Extraction @ Anti-magnetic stainless steel (SA) @ Packaged in a protective plastic case 
© Wide choice of shapes for a large variety of 
For Use | Price Each Overall Bod Ti Price Each 
f : A . At vera ody ip 
e ween No AMPLIMITE aH 20 DM and 20 DE see —— Mfg. Part No. Description Length Material Material Stock No. 1-9+ 
z - D00335 Accurate, Strong Tips | 120mm | Stainless Steel | Stainless Steel | 34M5821 22.39 
PIMOS te D00348 | Extra Fine Super Slim | 140mm | Stainless Steel | Stainless Steel | 345834 | 22.39 
D00341 Extra Fine Tips 115mm | Stainless Steel | Stainless Steel | 34M5827 | 24.69 
E-Z PIK COLOR-CODED PRECISION TWEEZERS AND & D00342 Extra Fine Tips 115mm | Stainless Steel | Stainless Steel | 34M5828 24.85 
TWEEZER SET «s D00343 Fine Curved Tips __| 115mm | Stainless Steel | Stainless Steel | 34M5829 | 24.69 
AVE N D00344 Fine Strong Curved Tips | 115mm | Stainless Steel | Stainless Steel | 34M5830 24.85 
D00340 Fine Tips 110mm | Stainless Steel | Stainless Steel | 34M5826 24.69 
D00337 Flat, Round Tips 120mm | Stainless Steel | Stainless Steel | 34M5823 | 22.05 
D00336 Flat, Sharp Fine Tips | 120mm | Stainless Steel | Stainless Steel | 34M5822 22.05 
D00334 Flat Edges, Thick 120mm | Stainless Steel | Stainless Steel | 34M5820 5.36 
D00347 Strong Fine Tips for | 130mm | Stainless Steel | Stainless Steel | 34M5833 | 17.21 
General Use 
18480EZ 6-Pc. Set D00346 Strong Tips, Serrated | 110mm | Stainless Steel | Stainless Steel | 34M5832 24.85 
E-Z Pik precision tweezers are manufactured from anti-acid, anti-magnetic stainless steel and feature a highly- Grips 
durable, special color coating for high visibility and easy identification. Color coding helps user quickly find the D00345 —_| Strong Tips for General | 130mm | Stainless Steel | Stainless Stee! | 34M5831 | 17.21 
tweezers needed by identifying the color only rather than style of tweezers. Available in six popular styles. Use 
6-Pc. E-Z Pik Precision Tweezers Set with Protective Pouch - Set includes one each of the following = - - 
tweezers: style AA yellow, 00 red, 2A black, 3C light blue, 5 green, 7 orange and a handy protective pouch. 000339 ee 110mm | Stainless Steel | Stainless Steel (SSMSE25) MiAGg 


> CONTINUED > 


PIM_116655 


1252 Go online or call for non-compliant or @8ROHS Compliant products. See page 2 


PRECISION TWEEZERS 


EROP2ASA EROP3SA 
= wee SS = 
—__—_—__. = =) 
EROPSASA EROP7SA 
EROPSSSA 
© Stainless stee @ Anti-magnetic 
Overall Body Tip Price Each 
Mfg. Part No. Description Length Material Material Stock No. 1+ 
Precision 
EROPS5ASA | 10° Offset Micro-Fine} 4.5” | Stainless Steel | Stainless Steel | 48F2393 - 
Straight Points 
EROP2ASA |Large Flat Round] 4.75” | Stainless Steel | Stainless Steel | 48F2389 5.30 
Straight Tips 
EROPAASA | Medium Straighi 5” | Stainless Steel | Stainless Steel | 48F2396 5.30 
Points 
EROP7SA_| Micro-Fine Curved] 4.5” | Stainless Steel | Stainless Steel | 48F2395 5.30 
Points 
EROP5SA_ | Micro-Fine Straight | 4.5” | Stainless Steel | Stainless Steel | 48F2394 5.30 
Points 
EROP3CSA | Ultra-Fine Straight | 4.25” | Stainless Steel | Stainless Steel | 48F2390 5.30 
Points 
EROP3SA | Ultra-Fine Straight | 4.75” | Stainless Steel | Stainless Steel | 48F2391 5.30 
Points 
EROPSSSA | Ultra-Fine Straight | 5.5” | Stainless Steel | Stainless Steel | 48F2399 nae 
Points 
PIM_34094 


EREM® CUSHION-GRIP TWEEZERS 


Erem’ 


TOOLS & ACCESSORIES 


FINE TIP TWEEZERS (CONT.) 
Overall Body Tip Price Each 
Mfg. Part No. Description Length Material Material Stock No. 1+ 
Precision 
5SA Anti-Acid, Super-Fine} 4.5” | Stainless Steel | Stainless Steel | 96F9428 53.00 
Tip 
2A-SA Anti-Magnetic, Broad,} 4.75” | Stainless Steel | Stainless Steel | 96F9423 | 29.10 
Flat, Round Tip 
7SA Anti-Magnetic, Curved} 4.75” | Stainless Steel | Stainless Steel | 93F5408 | 45.50 
Micro-Tip 
00-SA Anti-Magnetic,  Fine,| 4.75” | Stainless Steel | Stainless Steel | 96F9426 xe 
Straight Fine Tip 
OODSA _ | Anti-Magnetic, Fine | 4.75” | Stainless Steel | Stainless Steel | 96F9431 31.90 
Straight Tip 
5ASA Anti-Magnetic, Offset} 4.5” | Stainless Steel | Stainless Steel | 96F9451 48.40 
Precision Point 
AASA Anti-Magnetic, Straight, 5” | Stainless Steel | Stainless Steel | 96F9421 16.10 
Hardened Tip 
ACSA Anti-Magnetic, Straight} 4.25” | Stainless Steel | Stainless Steel | 96F9437 17.30 
Hardened Tip 
5SASL Anti-Magnetic, Super-} 4.5” | Stainless Steel | Stainless Steel | 52F9069 11.80 
Fine, Tapered Tip 
3CSA Anti-Magnetic,  Ultra-} 4.25” | Stainless Steel | Stainless Steel | 96F9446 36.50 
Fine Tip 
3SASL Anti-Magnetic,  Ultra-| 4.75” | Stainless Steel | Stainless Steel | 52F9066 | 14.80 
Fine Tip 
5ASASL __ | Anti-Magnetic, Very} 4.5” | Stainless Steel | Stainless Steel | 52F9068 19.50 
Fine Offset Tip 
1SASL Anti-Magnetic, Very} 4.75" | Stainless Steel | Stainless Steel | 52F9065 16.90 
Fine Tip 
7SASL Curved, Precision Point | 4.5” | Stainless Steel | Stainless Steel | 52F9070 19.30 
2ASARU_ | Flat, Round Tips, for) 4.75” | Stainless Steel | Stainless Steel | 95B5050 41.80 
Label Handling (Anti- 
Stick) 


PIM_19347 


ELECTRONIC STYLE 


einen EKCELTA 


———_ ) TWEEZERS Available CORPORATION 
i ——= __—— 
Overall Body Tip Price Each . = 
Mfg. Part No. Description Length} Material Material _| Stock No. 1+ 2a-SA ati 
ESD, Precision . 
E7SA Curved, —_Fine-Point,) 5” _| Stainless Steel | Stainless Steel | 95B4282 | 54.00 Be SS = 
High-Precision Tips a — 
E2ASA Flat, ae Precision] 5” | Stainless Steel | Stainless Steel | 92B0557 | 34.30 5A-SA 7-SA 
E5SA Straight, Thin-Tapered,) 4.75” | Stainless Steel | Stainless Steel | 95B4281 53.00 =a Cones 
Ultra-Fine, High- . 
Precision Tips 00-SA 
E3CSA | Straight, —_Ultra-Fine,| 4.5" | Stainless Steel | Stainless Steel | 95B4280 ) 50.00 © (5) Star Quality - Swiss - 40% Cobalt Alloy Steel, © (2) Star Quality - Italian - AIS! 316L Stainless; 
High-Precision Tips Anti-magnetic, Resistant to temperatures up to Anti-magnetic; Anti-acid 
Precision 500°C & corrosion @ (1) Star Quality - General - AISI 316L Stainless; 
- 5 : @ (3) Star Quality - Swiss - AISI 303//304 Stainless Anti-magnetic; Anti-acid 
2ASARU ee phe 4.75” | Stainless Steel | Stainless Steel | 95B5050 | 41.80 Steel: Anti-magnetic; Anti-acid 
Stick’ Additional styles avaialble; go online or call. 
PIM_58372 Overall Body Tip Price Each 
Mfg. Part No. Description Length Material Material Stock No. 1+ 
Precision 
FINE TIP TWEEZERS Erem’ @ 7-SA-SE 1-Star - Curved Tips 4.5” | Stainless Steel | Stainless Steel | 95H9333 5.72 
@ 2A-SA-SE | 1-Star - Flat Round Tips | 4.75” | Stainless Steel | Stainless Steel | 95H8448 5.72 
@3C-SA-SE | 1-Star- Straight Tips | 4.25” | Stainless Steel | Stainless Steel | 95H8707 5.72 
@00-SA-SE | 1-Star - Strong Fine} 4.5" | Stainless Steel | Stainless Steel | 95H8134 5.72 
Tips 
@5-SA-SE |1-Star -  Ultra-Fine| 4.25” | Stainless Steel | Stainless Steel | 95H9003 5.72 
Precision Tips 
@5A-SA-SE | 1-Star -  Ultra-Fine} 4.5” | Stainless Steel | Stainless Steel | 95H9018 5.72 
Precision Tips 
@7-SAPI 2-Star - Curved Tips 4.5” | Stainless Steel | Stainless Steel | 95H9330 | 24.88 
@ 2A-SA-P| | 2-Star- Flat Round Tips] 4.75” | Stainless Steel | Stainless Steel | 95H8445 22.32 
@ 3C-SA-PI 2-Star - Straight Tips | 4.25” | Stainless Steel | Stainless Steel | 95H8705 22.32 
@00-SA-PI |2-Star - Strong Fine} 4.5” | Stainless Steel | Stainless Steel | 95H8132 22.02 
5A-SA Tips 
5ASASL : - - 
@ 5-SA-PI 2-Star - Ultra Fine} 4.25” | Stainless Steel | Stainless Steel | 95H9000 24.88 
Precision Tips 
@7-SA 3-Star - Curved Tips 4.5” | Stainless Steel | Stainless Steel} 95H9327 | 44.13 
@ 2A-SA 3-Star - Flat Round Tips | 4.75” | Stainless Steel | Stainless Steel | 95H8442 39.48 
@ 3C-SA 3-Star - Straight Tips | 4.25” | Stainless Steel | Stainless Steel | 95H8702 | 37.76 
TSASL @00-SA 3-Star - Strong Fine| 4.5” | Stainless Steel | Stainless Steel] 95H8129 | 41.30 
5SA Tips 
@ 5A-SA 3-Star - Ultra Fine Offset} 4.5” | Stainless Steel | Stainless Steel} 95H9013 | 51.62 
Tips 
@5-SA 3-Star - Ultra Fine} 4.25” | Stainless Steel | Stainless Steel | 95H8997 | 53.99 
Precision Tips 
PIM_79285 
> CONTINUED > 
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@ Indicates RoHS Compliant | Find Datasheets Online 


TM-500 INTELLITWEEZE® 

RECHARGEABLE R-C-L 

TWEEZERMETER™ 

© Operating temperature: 0 °C to +55 °C 

© Battery type: 3.7V LiPO rechargeable 150mAH 

© Battery life (continuous): 80 Hours typical, 2 hrs. 
charging cycle 

@ Electromagnetic compatibility (EMC): FCC 15 
part B, SE 

© Size: 3.94 x 0.9 x 1.5” 

© Weight: 1.9 oz. 

© Manufacturer's warranty: 1 yr. 

IntelliTweeze® Rechargeable R-C-L TweezerMeter™ 


EXCELTA 


CORPORATION 


STAINLESS STEEL FORCEPS 


D URATOOL 


The most versatile tool. Use as clamps, heat sinks, and third hands while soldering. Has a 3-position locking 
device. Serrated jaws. Plastic coated handles. 


is a quick and easy way of testing and troubleshooting [Price Each 
many types of components. With the use of only one Mfg. Part No. Length Stock No. 1+ 
hand, this lightweight unit will quickly measure resistance, capacitance, inductance, continuity and polarity. Curved 
Includes USB/Wall adaptor and carrying case. 12012 5" 5ONO41 6.00 
Test iricelEachy 12014 6° 50N043 6.95 
Mfg. Part No. Freq. Inductance | Capacitance | Resistance | Stock No. 1+ Straight 
TM-500 10kHz 999mH 4999uF 9.9Mohm 7475450 446.87 12011 5 ONO4O 6.00 
PIM_207767 12013 a 50N042 6.95 
PIM_32974 
ERGONOMIC TWEEZERS = XCEL TA 
© ESD Safe CORPORATION 
@ Ergonomic Cushion Comfort for RoHS ESD SAFE TWEEZERS ©. ita) 
Extended Use Geptinpiat wiha 
© Offered in (2) and (3) Star Quality Available Premium Tools 
@ Protects Operator from Heat “SA 
@ (3) Star Quality - Swiss - AISI arene 
303//304 Stainless Steel; Anti-magnetic; Anti-acid 
© (2) Star Quality - Italian - AIS! 316L Stainless; Anti-magnetic; 
Anti-acid _ ie 44502 44505 44506 
Overall Body Tip Price Each 
Mfg. Part No. Description Length Material Material Stock No. 1+ 
ESD, Precision : A ists 
@ 00-SA-PI-ET | 2-Star - Strong Fine] 4.5” | Stainless Steel | Stainless Steel | 95H8133 | 28.44 44509 44510 
Tips 44508 
@ 7-SA-ET 3-Star- Curved Tips | 4.5” | Stainless Steel | Stainless Steel | 95H9328 | 50.19 Antistatic conductive, ESD-safe hypo-allergenic tweezers. Special stainless steel, anti-magnetic and acid- 
@2A-SA-ET |3-Star - Flat Round] 4.75” | Stainless Steel | Stainless Steel | 95H8443 | 45.43 iesisfant, 
Tips Overall Body Tip Price Each 
@ 3C-SA-ET 3-Star - Straight Tips | 4.25” | Stainless Steel | Stainless Steel | 95H8703 | 43.71 Mfg. Part No. Description Length Material Material Stock No. 1+ 
@00-SA-ET |3-Star - Strong Fine] 4.5” | Stainless Steel | Stainless Steel | 95H8130 | 47.25 ESD 
Tips 44527 Angled Extra-Fine | 117mm | Stainless Steel | Stainless Steel | 28C1854 se 
@ 5-SA-ET 3-Star - Ultra Fine Tips} 4.25” | Stainless Steel | Stainless Steel | 95H8998 | 59.54 Points Bent 30° w/ 3mm 
PIM 79340 Tips - Sabb SA 
- 44525 Curved Extra-Fine 3mm | 120mm | Stainless Steel | Stainless Steel | 9309901 53.05 
Long Straight Tip - 7abb 
STAINLESS STEEL TWEEZERS gf ~a SA 
vey 44510 Curved Extra-Fine | 120mm | Stainless Steel | Stainless Steel | 2801841 43.75 
Rounded Tips - 7a SA 
AVE N 44509 Extra-Fine Points/ | 110mm | Stainless Steel | Stainless Steel | 2801840 | 35.16 
Tapered to Tip - 5 SA 
44506 Fine Round Points for) 120mm | Stainless Steel | Stainless Steel | 28C1837 32.73 
Assembly - 3 SA 
44505 Flat Round Tips, | 120mm | Stainless Steel | Stainless Steel | 28C1836 | 32.30 
one Smooth Sides - 2a SA 
44512 Holds 1.5-3mm | 130mm | Stainless Steel | Stainless Steel | 2801843 31.84 
Diameter - 51 SA 
———— 44521 | MicroTip 45° Hook -|120mm| Stainless Steel | Stainless Steel] 28C1849 |. 
12SA-SMD 
aoe 5B-SA eee 44529 | MicroTip Bent 30°, | 120mm | Stainless Steel | Stainless Stee! | 2801856 za 
Good balance, fine points and light tension make these tweezers ideal for semiconductor electronics and 1mm Wide 0.5mm Slot 
computer/microelectronics. Antiacid, antimagnetic stainless steel. Precision tweezers also have anti-glaze finish. -8b SA 
Overall Body Tip Price Each 44522 MicroTip for Chips, | 120mm | Stainless Steel | Stainless Steel | 28C1850 — 
Mfg. Part No. | Description | Length Material Material Stock No. 1+ Angled ='13.SA 
= = : E g - 44504 Reduced Body  to| 120mm | Stainless Steel | Stainless Steel | 28C1835 | 26.72 
Precision Medium Point - 2 SA 
1340 00-SA___| 120mm | Stainless Steel | Stainless Steel | 92N3624 6.16 44502 [Sturdy Long, Fine | 130mm | Stainless Steel | Stainless Steel | 28C1833 = 
1344 2AB-SA 115mm | Stainless Steel | Stainless Steel | 92N3625 = Round Points - GG SA 
1343 2A-SA 120mm | Stainless Steel | Stainless Stee! 92N3624 6.16 44501 Universal Fine Point -| 130mm | Stainless Steel | Stainless Steel | 28C1832 29.50 
1346 3C-SA | 110mm | Stainless Steel | Stainless Steel | 92N3627 | 6.16 7 = a Sagi Wav Sanne Sioa Seem Sie GGT 
: : 44508 ery ine oints: mm | Stainless Steel | Stainless Steel 33.56 
1345 3-SA 120mm | Stainless Steel | Stainless Stee! 92N3626 6.16 Tapered to Tip - 4 SA 
1348 5B-SA 110mm | Stainless Steel | Stainless Stee! 92N3629 6.66 PIM 68813 
1347 5-SA 110mm | Stainless Steel | Stainless Stee! 92N3628 6.16 = 
1349 78-SA 115mm _ | Stainless Steel | Stainless Steel | 92N3630 6.16 
1350 SS-SA 140mm | Stainless Steel | Stainless Steel | 92N3631 6.16 NYLON SOLDERING PROBER MENDA 
PIM_19130 


35622 


35621 
Minimal charge generation makes this soldering probe tool ideal for use in ESD protected areas. Tough glass- 
filled nylon construction won't mar delicate surfaces. Temperature-resistant to withstand melting. Notched for 
hooking and pulling wires or components. Flat “screwdriver” end for spudging wire leads down on PC boards. 
Pointed end for forming wire leads or using as pointer probe for holding objects for soldering. Length: 6”. Made 
in U.S.A. 


> CONTINUED > 
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NYLON SOLDERING PROBER (CONT.) 


Overall Price Each 
Mfg. Part No. Length Type Stock No. i+ 
35621 5.5” Single Ended Probe 88H3027 2.94 
35622 6" Straight Probe 90H0265 2.36 
PIM_82426 
FILE SETS 


TL10358 TL10363 


Needle files contain a 6 piece needle file kit with cushion grip size: 3 x 140mm, the contents are: round, flat 
parallel, flat tapered, square, triangular, crossing, half round, knife, oval, barrette type files. Engineer files are 
manufactured from high carbon alloy steel along with soft grip handles with hanging holes. File blades measure 
8" in length. 


Price Each 
Mfg. Part No. Stock No. 1-49+ 
TL10358 99M1255 7.12 
TL10357 99M1254 8.15 
PIM_116709 


4-PC. STAINLESS STEEL PROBE TOOL KIT 


MENDA 


Kit contains: 5-1/4” long straight needle point probe, 5-1/4” long hook needle point probe, 5-1/2” long angle 
needle point probe, 5-1/4”long curved needle point probe and durable light blue vinyl storage pouch. Non- 
magnetic, conductive 300 series stainless steel construction for minimal charge generation, won't corrode. 
Semi-hardened points may be reshaped for special applications. Ergonomically designed 5/32” (4mm) hex- 
shape handle allows for a better grip and prevents rolling. Any charge is grounded when placed on ESD 
protected work surface. Made in U.S.A. 


Overall | Price Each” 
Mfg. Part No. Length Type Stock No. 1+ 
35617 55° Angle Probe 83H2014 4.61 
35623 5.5” Curved Probe 50M6787 4.61 
36123 5.5” Hook Probe 50M6760 4.61 
35122 5.5” Straight Probe 81H6482 4.61 
PIM_82427 
Tool 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
35630 4-Piece Probe Kit - Straight, Hook, Angle & Curved Point 96H7144 25.59 
PIM_5511085, 
ALIGNMENT TOOLS 7 
JONARDTOOLS 
Cn aa TOS 
anne 
a 
TK-ATS 
> CONTINUED > 
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TOOLS & ACCESSORIES 
PROBES 


ALIGNMENT TOOLS (CONT.) 


Mfg. part no. AT-3112 - 6” plastic pencil-type Spudger tapered to a pint on one end and screwdriver tip on other 
end. Made of a high impact non-conductive thermoplastic. 

Mfg. part no. AT-3767 - Double-ended Trimpot with a hex (allen) steel 0.050” and 3/32” long steel screwdriver 
tip. Made of a high impact non-conductive thermoplastic. 

Mfg. part no. JIC22035 - 7” probe pick spudger with tough resilient yellow nylon insulating. One end tapered to 
a 1/16” diameter point having an insulated ‘L’ shaped wire hook extension. Other end tapers to flat 3/16” wide 
and 1/16” thick with 2 small notches. 

Mfg. part no. S-389/10 - Orange stick, static-free double ended economical tool made of birch wood. One end 
tapered to a point and the other a flat screwdriver-type tip. 

5-Pc. Pocket Kit - Mfg. part no. TK-AT5 - 5 piece pocket kit contains the most popular non-conductive tools for 
aligning and adjusting components. Includes AT-3767 trimpot, AT-6241 alignment tool, AT-3112 spudger, S-389 
orange stick and JIC-22035 probe pick. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
AT-3112 Probe Pick Spudger - 6” Plastic 2306832 — 

@ AT-3767 Double-Ended Trimpot - Hex/Screwdriver 03C3151 — 
JIC22035 Probe Pick Spudger - 7” Nylon 24C0089 — 
S-389/10 Orange Stick - 7” Birch Wood 89H1091 3.95 

PIM_211422 
Tool 
Price Each 
Mfg. Part No. Description Stock No. 1-4+ 
@ TK-AT5S Alignment Tool Kit 89H1739 12.95 
PIM_5513151 
PROBE SET 


~—@ 
A 
i 


, ee 


Scalpel-sharp for fine probing. Useful for cold solder probing, hand inspection, micro-positioning, and lead 
adjusting. 


Price per 
Overall Kit 
Mfg. Part No. Length Type Stock No. i+ 
20210 6" Single Ended Probe 50N045 20.38 
PIM_32975 
WIRE BRUSHES 


TL10428 TL10429 
@ Heavy duty construction with a comfortable grip @ Ideal for cleaning metal before welding 
handle © Brassed steel wire 
Bristle Handle Overall Price Each 
Mfg. Part No. Material Material Length Stock No. 1-49+ 
TL10429 Brassed Steel Wire Plastic 175mm 01N3618 3.56 
TL10428 Brassed Steel Wire Plastic 265mm 97M9408 — 
PIM_116752 


NEEDLE-FILE SET 


ly 


$475 


Mfg. part no. $475 12-piece needle file set. Double-cut Swiss pattern. Plastic case. 
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TOOLS & ACCESSORIES 


BURNISHERS 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


NEEDLE-FILE SET (CONT.) HIGH-VISIBILITY R f oo 
Price Each TAPE MEASURES D U iT L 
Mfg. Part No. Stock No. 1+ 
$475 93F9969 32.02 
PIM_5590 
DIAMOND BURNISHING SPATULA KIT ‘ 
JONARDTOOLS: 
Abrasive diamond particles clean relay contacts with 
minimal pressure. With nominal material removal ' RoHS | 
you won't alter normal contact gaps. Mfg. part no. rel 00007 
K-234 3-piece kit contains coarse 0.019" (0.483) thick; © High-visibility plastic housing © Convenient belt clip and wrist strap 
medium 0.017" (0.432) thick; fine 0.011” (0.279) thick. Thumb operated blade lock Three popular lengths 
Measuring Price Each 
Range Blade 
Mfg. Part No. Max Width Color Stock No. 1-24+ 
Do0006 3m 13mm Orange 74M0792 GLSS) 
Do0007 8m 25mm Green 94M6916 2.70 
PIM_116645 
POWER RETURN TAPE MEASURES Lufkin: 
ay 
Price Each 
Mfg. Part No. Description Stock No. 1-4+ 
@ K-234 3-Piece Kit 35F1100 oS 
@ D-200 Coarse 35F1101 = 
@ D-400 Fine 35F1103 ae 
@ D-300 Medium 35F1102 = 
PIM_72735 
CONTACT BURNISHERS 3 2000 wo22 
@b JONARDTOOLS — 
Plastic/insulated handles for working on live contacts. 
Tools are packaged in a clear plastic vial for protection 
from grease and moisture. Handles are color-coded for 
size identification. Length: 3”. Width: 1/4” except for 
mfg. part no. OB-1, which is 3/16”. Sold in packages 
of 12. 
OB-2 
Price per AL725 L725MAG 
_ |__Pkg. @ Lightweight, high-strength cases designed to fit © Power retraction operation 
Mfg. Part No. Description Stock No. 1-4+ perfectly in the hand © Cushioned blade return 
OB-2 Extra Sensitive Points 35F2220 50.95 © Fits easily into most tape holsters © Handy belt clip 
OB-1 Fine Contacts 35F2219 35.95 ® Yellow clad blade with easy-to-read numerals 
OB-3 General-Purpose 35F2221 90.95 Measuring | Price Each_ 
. Range Blade 
OB-4 Industrial 35F2222 111.95 Mfg. Part No. Max Width Color Stock No. 1+ 
PIM_58674 w9212 12ft 0.5” Chrome 10B709 = 
2312 12ft 0.75" Chrome 50F1827 15.94 
POCKET-TYPE BURNISHERS AND ° L725MAG 26ft 1" Orange 84K0508 24.94 
BLADES e& JONARDTOOLS AL725 25ft Orange 73K7357 14.49 
RoHS PIM_5701 
Gepiinoian 
Available 
MAGNETIC TAPE MEASURES 


@ Finger stop 

@ Dual magnets 

@ Blueprint scale 

@ Wire form belt clip 

@ 2-Sided Printing 

@ Up to 9’ standout 
360° hook attachment 


e 
Magnetic tape measures use nylon blade protection and a 
PB-7 5-point reinforced frame offers up to 10X longer blade life, 
Used to remove corrosion on relay and switch contact points. For all types of metal including: platinum, silver, by resisting contamination wear and increasing protection 
gold, molybdenum and tungsten. Blade adjusts for both length and rigidity. Supplied with replacement blades when dropped. 
stored in pen barrel at the other end. Sturdy plastic barrel and cap for dielectric work. Length: 4-1/2”, diameter: 
3/8”. Blades are 3/16” wide x 1-1/2” long. Rods are ball-ended, 0.020" in diameter x 1-1/4 long. 
| Price Each_ Measuring Price Each 
Mfg. Part No. Description Stock No. 1-4+ Range [=a = 7 
@ PB-7 Pen with 6 Abrasive Rods - 0.02" 50F5449 48.95 Mfg, Part No. Max Stock No: ihe 
@ PB-3R Pen with 6 Blades - 0.0035” Thick 50F5448 46.95 Length - 5m/16’ 
- 48-22-5216 16ft 97W3726 a 
Woleg Length - 8m/26’ 
Mfg. Part No. Description Stock No. 1+ 48-22-5225 26ft 97W3727 oe 
@ B-7/25 Replacement Blades for PB-3 (0.0035”) 50F5452 48.95 PIM_212182 
@ B-3/25 Replacement Blades for PB-7 (0.007”) 50F5450 49.95 
PIM_58673 


1256 Go online or call for non-compliant or @8ROHS Compliant products. See page 2 


AUTOMATIC CENTER PUNCHES 


Mfg. part no. 79 automatic centre punch. Threaded steel point and shaft. Adjustable tension. 


Price Each 
Mfg. Part No. Stock No. 1+ 
Automatic Centre Punch 
79 34F565 35.76 
Pocket Automatic Centre Punch 
87 50F9074 21.35 
Replacement Point for mfg. part no. 79 
79P 34F566 5.19 
PIM_5587 
HYDRAULIC PUNCH DRIVER MO cncenee, 
COMMUNICATIONS. 
=—E 
= = 
2 = 


7904SB 


1/2-2" conduit size. Ideal for fast, straight-on front panel punching. Step-saver adapter converts standard 


Greenlee knockout punches through 1-1/4” conduit sizes to use 7/16” draw stud for one-step punching. Includes 
driver, 3 draw studs, 2 adapters, 1 spacer, and rugged case. Mfg. part no. 7806SB are straight drivers. 
7904SB/7906SB are right-angle drivers with heads that rotate through 180 degrees. 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
7904SB/33794 Right-Angle Driver 52F8910 uae 
7906SB Right-Angle Driver with Punches & Dies 48F2187 1197.00 
7806SB Straight Driver with Punches & Dies 98F1335 1124.53 
PIM_5619 
ROUND KNOCKOUT PUNCHES MO cncenee, 
COMMUNICATIONS 
Punch Price Each 
Mfg. Part No. Size Stock No. 1+ 
730 1/2 12.7mm 33F760 78.30 
730 5/8 15.9mm 33F761 79.90 
730BB-11/16 17.5mm 50B3753 80.85 
730-BB-3/4 19.1mm 94F6539 82.35 
730BB-13/16 20.6mm 96B8067 80.70 
730BB-15/16 23.8mm 50B3754 85.20 
730BB-1 25.4mm 90B2440 88.00 
730-BB-1-1/8 28.6mm 94F6537 93.60 
60246 30.5mm 33F778 Bs 
730BB-1-1/4 31.8mm 93B1807 94.05 
730BB-1-3/8 34.9mm 91B7659 110.85 
730 BB 1 1/2 38.1mm 33F771 117.09 
730BB-1-5/8 41.3mm 50B3752 138.90 
730BB-1-3/4 44.5mm 96B7140 147.80 
730BB-1-7/8 47.6mm 48F2185 167.30 
730BB-2 50.8mm 48F2186 187.70 
730BB-2-1/4 57.2mm 92B7823 224.05 
730BB-2-1/2 63.5mm 93B7892 265.38 
742-BB 102mm 94F6807 = 
PIM_5677 
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TOOLS & ACCESSORIES 


”"D” PUNCHES % GREENLEE. 


Dimensions: mfg. part no. 60077 is 0.500” x .0469”. 


Punch Price Each 
Mfg. Part No. Size Stock No. 1+ 
60077 12.7mm 70B4198 343.80 
PIM_36171 


OFFSET RATCHET SPANNER SETS 


© Metric offset ratchet ring spanner set 

© Ideal for getting at hard to reach nuts & bolts 

© 30° offset design helps prevent bruised and scraped 
nuckles 

@ 12 point for maximum surface contact 

© Drop forged heat treated steel 


D URATOOL 


TL10436 


Price Each 
Stock No. 1-24+ 
99M1262 = 


Mfg. Part No. 


TL10436 
PIM_116786 


ELECTRONIC CONNECTOR PANEL PUNCHES VG creenee. 


Drill one 7/16” hole. Punch 3 holes for front or rear mount 25-pin D-subminiature connectors (Cinch, ITT Cannon 
DB-25P and DB-25S or equivalent). Manual or hydraulic operation. 22-16 gauge mild steel and 0.125” aluminum. 


Punch Price Each 
Mfg. Part No. Size Stock No. haa 
229 Way 87F2607 871.30 
231 15Way 87F2608 871.30 
RS-232 25Way 46F5197 ay 
234 37Way 87F2609 940.55 
238 50Way 87F2610 ees 
PIM_5623 


PUNCH AND SCREWDRIVER SETS 


Starrett 


"Thi 


$551Z-7 
Sets: @ $551Z-7 - 7-Pc. Precision Screwdriver Kit 


@ S117PC - 5-Pc. Center Punch Kit, includes 1/16”, 
5/64”, 3/32”, 1/8”, 1/4” 

@ $248PC - 5-Pc. Drive Pin Punch, includes 1/8”, 
3/16", 1/4”, 5/16", 3/8” 

@ S264WB - 7-Pc. Center Punch Kit, includes 1/16”, 
5/64”, 3/32”, 1/8”, 5/32", 3/16”, 1/4” 


@ $555Z-7 - 7-Pc. Jewelers Screwdriver, includes 
0.25", 0.04”, 0.055”, 0.07”, 0.08”, 0.1”, 0-1 Phillips 

@ S565PC - 8-Pc. Drive Pin Punch, includes 1/16”, 
3/32", 1/8”, 5/32", 3/16", 7/32", 1/4”, 5/16" 

@ $816PC - 5-Pc. Prick Punch, includes 1/16” Center 
Punch, 3/32” Center Punch, 5/64”, 1/8”, 5/32” 


Shaft Price Each 
Mfg. Part No. Length Dia. Stock No. the 
Automatic Center Punch 
18AA 100mm 11mm 85K4573 50.00 
18A 125mm 14mm 85K4572 55.00 
PIM_88728 
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BALL-PEIN HAMMERS Plumb TORQUE WRENCHES 


Features: 

© Help prevent over tightening 

@ Audible click tells user the connection has been properly 
achieved 

© Choice of full or speed head 

® Choice 20 or 30 inch/pounds of torque 


Ck JONARDTOOLS'’ 


® Ground, black painted head @ Permabond® construction between head and © 6-1/2" long 
@ Polished poles and peins handle Designed for “F” connectors, these wrenches help prevent over- 
© Quality, hickory handle tightening. An audible click tells you the connection has been 
Handle Priceleach properly achieved. 
Mfg. Part No. Weight Type Stock No. 1+ These wrenches all have angled heads, sized for 1/2”, 7/16” and 
11494 40z Hickory 84K0545 — 9/16” F connectors and are designed with an ergonomic cushioned 
; handle for user comfort and protection. The last two digits of the 
ue oz Hickory s0G7216 zor) part number indicate the inch pounds of torque (either 20 or 30 inch 
11497 1202 Hickory 90F7217 ea pounds) and the first four letters indicate whether the head is full (TWAF) or speed (TWAS). Note - these 
11498 160z Hickory 90F7218 — wrenches work in tightening mode only. Torque wrenches are 6.5” long. 
PIN 20289 Full Head - Full size open end wrench that behaves like a traditional open end wrench. 
= Speed Head - Designed to act like a ratcheting wrench, the tool skips over the corners of the bolt or nut being 
turned so no repositioning of the tool is required (allowing continuous turning). 
SOCKET SETS Torque | Torque Price Each 
Range Range Drive Drive | Overall 
Mfg. Part No. ft-lb N-m Size Size Length | Stock No. 1+ 
1/2” Full Head Torque Wrench 
TWAF-1220 20in-lb | 2.26N-m | 12.7mm 1/2” 6.5” 53X0643 42.95 


7/16” Full Head Torque Wrench 
>TWAF-71620 20in-lb |} 2.26N-m | 11.11mm 7/16" 6.5" 75R7658 33.95 
>TWAF-71630 30in-lb | 3.39N-m | 11.114mm 7/16" 6.5" 75R7659 33.95 
@ TWAF-71640 40in-lb | 4.52N-m | 11.14mm 7/16” 6.5" 62W1062 33.95 
7/16” Speed Head Torque Wrench 
TWAS-71620 20in-lb |} 2.26N-m | 11.11mm 7/16" 6.5" 75R7660 = 

TWAS-71630 30in-lb | 3.39N-m | 11.11mm 7/16" 6.5" 75R7661 33.95 


TL10409 
9/16” Full Head Torque Wrench 
>TWAF-91620 20in-lb | 2.26N-m | 14.28mm | 9/16” 6.5” 53X0644 42.95 
Price Each 
Mfg. Part No. Description Stock No. a 
@ SST-716AT Security Shield Tool - Aqua Tight 0576282 18.95 
@ SST-916 Security Shield - Trap Tool - 1.625” 39X7492 31.95 
@ SST-716 Security Sleeve Tool - 7/16” 77R2717 = 
PIM_178419 
TL10410 
29-PIECE, 1/4” DRIVE SOCKET SET - TL04281 GORILLA GRIP® FOLD-UP TOOL SETS 38 : 
Manufactured from chrome vanadium steel and supplied in a rigid, blow molded case. Contents: Flank drive j/BONDHUS 
sockets: 4, 4.5, 5, 5.5, 6, 7, 8, 9, 10, 11, 12 and 13mm; Slotted screwdriver sockets: 4, 4.5, and 7mm; Hex (S Bette:. all he Way Around” 


screwdriver sockets: 3, 4, 5, 6 and 8mm; Phillips screwdriver sockets: No. 1, No. 2; Pozidriv screwdriver sockets: 
PZ 1, PZ 2. Also includes Quick release ratchet handle, Spinner handle, Universal joint, Extension bar, and 
Sliding T-bar. 

40-PIECE, 1/4” AND 3/8” DRIVE SOCKET SET - TL10409 

1x 3/8” reversible ratchet handle; 14x 1/4” drive metric sockets: 4, 4.5, 5, 5.5, 6, 6.5, 7, 7.5, 8, 9, 10, 11, 12, 
13mm; 14x 1/4” drive imperial sockets: 5/32, 3/16, 7/32, 1/4, 9/32, 5/16, 11/32, 3/8, 13/32, 7/16, 15/32, 1/2, 
17/32, 9/16”; 3 x 1/4” drive (8 point) sockets imperial size: 1/4, 5/16 and 3/8”; 1x 3/8” extension bar; 1x 1/4” to 
3/8" adaptor; 1x 3/8 x 16mm spark plug socket; 1x 6” spinner handle; 1x spin disc; 1x 3/8" metric drive socket: 
15mm; 1x 3/8” imperial drive socket: 5/8”; Blow molded case. 

94-PIECE, 1/4” AND 1/2” DRIVE SOCKET SET - TL10410 

The kit contains: 13 x 1/4” metric flank drive sockets: 4, 4.5, 5, 5.5, 6, 7, 8, 9, 10, 11, 12, 13 and 14mm; 18 x 1/2” 
drive flank deep sockets: 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, 20, 21, 22, 23, 24, 27, 30 and 32mm; 8 x Metric 


flank deep drive sockets: 6, 7, 8, 9, 10, 11, 12 and 13mm; 4 x Metric flank deep drive sockets: 14, 15, 17 and 12589 12550 
19mm; 1 x 1/4” x 2” extension bar; 1 x 1/4” x 4” extension bar; 1 x 1/2” x ” extension bar; 1 x 1/2” x 10” extension Feat : St than Steel 
bar; 1 x 1/4"drive universal joint; 1 x 1/2” drive universal joint; 1 x 1/4” quick ratchet handle; 1 x 1/2” quick ratchet © 40% Si than Metal Fold-U ry ian ie set 
handle; 2 x 1/2” drive spark plug: 16 & 21mm; 3 x Hex key wrenches: 1.5, 2 & 2.5mm; 1 x 6” Spinner handle; 17 eH dl teMcd of es hush An in that i mary Snateanenle 
x Bits: Slotted: 4, 5.5 and 7mm. Hex: 3, 4, 5 and 6mm. Phillips: PH1 and PH2. Pozi: PZ1 and PZ2. Torx: T8, T10, ee NS Shen EI nn er 
715, T20, T25 and T30; 15 x Bits: Regular: 8, 10 and 12mm. Hex: 8, 10, 12 and 14mm. Philips: PH3 and PH4. Price Each 
Pozi: PZ3 and PZ4. Torx: T40, 145, T50 and T56; 1 x Bit adaptor; 1 x Bit holder; 1 x 3 way adaptor; 1 x 1/4” x 6” Mfg. Part No. Description Stock No. 4+ 
Flexible extension; 1 x 1/4” drive sliding T bar 12591 Hex Keys 0.050"-3/16" 52F6706 4.99 
Price Each 
-——_——— 12592 Hex Keys 1.5-6mm 52F6708 4.99 
Mfg. Part No. Description Stock No. 1-49+ oo — 
TL04281 29-Piece 1/4” Drive Socket Set 01N3573 - 12589 Hex Keys 5/64"-114" 52F6707 GS 
40-Piece 1/4” & 3/8” Drive Socket Set 01N3563 = 
“ aa ous 114 & eee) aa ; 01N3564 — 1 uli a aL oa te 
— 12632 Star Fold-Up T6-T25 52F6710 19.91 
PIM_116711 12634 Star Fold-Up T9-T40 91F1986 20.38 
PIM_5760 
Your 
Z EDUCATION RESEARCH Conduit Connectors 
DEVELOPM ENT & MAKERS Z & DESIGN ; Price per 
DISTRIBUTOR - Trade Internal |__Pkg. 
; f , Mfg. Part No. Size Diameter Stock No. 1-9+ 
Supporting your journey at PROTOTYPE PRODUCTION © 90182 5/16 5/16" 6178141 = 
every stage 7 & TEST 7 & MAINTENANCE PIM 5619362 


PIM_5793904 
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ELECTRONIC AND MECHANICAL TORQUE CONTROL 
SCREWDRIVERS 


@ Electronic control drives uptime and lowest cost of 
maintenance 

© Highest speed and up to 33% lower weight 

© Widest torquer range 

© Torque adjustment via electronic control (ECL) and 
external adjustment (Clutch) 

@ All screwdrivers ESD safe and clean room ready 

© Quick change locking 1/4” Hex 


Torque Price Each 
Range Drive 
Mfg. Part No. N-m Size Stock No. 1+ 
WBTS 35ECL 0.5N-mto3.5N-m 1/4” 6378145 = 
Price Each 
Mfg. Part No. Description Stock No. 1-1- 
70058767704 5m Cable 6378149 ey 
70058767705 5m Spiral Cable 6378150 = 
WAH 35 Angle Head 6378147 — 
PIM_197672 


ADJUSTABLE TORQUE-SENSING WRENCHES 


we | 


Features: 

@ Two calibration adjustments (major and fine) permit 
easy, precise torque settings 

@ Dual scale models give readings in in-Ib/Newton 
Meters or ft-lbs/Newton Meters 

@ patented spring-loaded locking collar locks scale 
on desired reading 

@ Slim, lightweight design reduces fatigue 

Product Specifications: 

"Click" type torque-sensing wrenches provide audible “click” and/or a few degrees of travel to provide fast, 

simple indication of micrometer-accurate torque settings. Patented low-friction torque control mechanism 

produces accurate readings in either direction. 


© TCI-150RA - Range - 30-150in-Ib, 2.8-17.5Nm, 
Graduations - 1.0in-Ib, 0.113Nm 

@ TCI-150RA 3/8 - Range - 30-150in-Ib, 2.8-17.5Nm, 
Graduations - 1.0in-Ib, 0.113Nm 

@ TCI-250R - Range - 50-250in-Ib, 5.0-28Nm, 
Graduations - 1.0in-Ib, 0.113Nm 

© TCI-75FRN - Range - 15-75ft-Ib, 24-105Nm, 
Graduations - 0.5ft-lb, 1.4Nm 


Torque Price Each 
Range Overall 
Mfg. Part No. N-m Length Stock No. 1+ 
Drive Size - 1/4” 
TCI-150RA 2.8N-mto17.5N-m 241.3mm 97H3846 413.82 
Drive Size - 3/8” 
TCI-150RA 3/8 2.8N-mto17.5N-m 241.3mm 97H3847 = 
TCI-250R 5N-mto28N-m 317.5mm 641222 605.00 
TCI-75FRN 24N-mto105N-m 362mm 64J1227 694.54 
PIM_78735 


COMPUTORQ3 ELECTRONIC TORQUE WRENCH Cbd TORQUE 


‘A Snap-one Company 


Sleek new design 

15-Degree flex ratcheting head 

Push button socket release head 

Large, easy to read digital display 

Long battery life, uses 2 each CR123 lithium 
batteries 

@ Ergonomically designed molded non-slip rubber 


© Battery saving auto-shutoff after two minutes 

@ Audible tone sounds when set torque value is 
reached 

@ Display will hold value and flash for ten seconds 
when desired torque value is reached 

@ 3 Color LED light bar 

@ ACCURACY: + 2% CW of readings from 20% to 


grip 100% of full scale + 3% CCW of readings from 
© Torques in both clockwise and counterclockwise 20% to 100% of full scale 
directions © N.I.S.T. Traceable certificate of calibration included 
COMPUTORQ3 series electronic torque wrench is a simple to use digital readout wrench that displays real 
time torque values in any of four torque units, ft.lbs., in.lbs., Nm, kg.cm. Simply set the desired torque value 
and apply force until the green LED illuminates. Great for light industrial, automotive, motorcycle, watercraft 
and aircraft applications. 
Torque Price Each 
Range Drive Overall 
Mfg. Part No. N-m Size Length Stock No. 1+ 
2503CF3 im 1/2" 686mm 20M1896 — 
2401CI3 2.71N-mto27.1N-m 1/4” 381mm 20M1881 a 
1002CF3 13.6N-mto135.6N-m 3/8” 432mm 20M1666 -— 
PIM_89691 


Dev Kit HO 


Find the Newest Development Kits & 
Evaluation Boards from Top Suppliers 


newark.com/dev-kits 


PIM_5624789 
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TOOLS & ACCESSORIES 


Weller’ 


MICRO-ADJUSTABLE METAL HANDLE TORQUE 
SCREWDRIVERS 


Features: 

© The Micro-Adjustable series is available in six mod- 
els with torque settings from 20 in.ozs. to 40 in.Ibs. 

© Positive locking pull down adjustment knob 

@ Trilobular comfort grip 

@ Universal 1/4” hex bit holder with strong rare earth 
magnet 

© Cam-over torque limiting clutch 

@ Easy-to-read window scale 

@ Light weight ease-of-use 

e 

e 


CD eee 


‘A Snap-one Company 


Automatic lock in counterclockwise direction 
Accuracy: + 6% of indicated value, CW, from 20% 
to 100% of full sca 

@ Individually serialized with matching certificate of 
calibration traceable to N.1.S.T. 

Product Specifications: 

@ 61SM - Torque Range - 20-100in.ozs, Increments 


oO 


401SM, 151SM, 61SM 


- tin.oz. - 0.2in.Ibs. 
@ 151SM - Torque Range - 3-15in. ozs, Increments @ 401SM - Torque Range - 5-40in.ozs, Increments 
- 0.5in.lbs. 


Adjustable models offer versatility for applications that require more than one torque value. These torque 
screwdrivers are particularly suited for the electronics industry and for instrument assembly work. A simple, 
cam-over design prevents over-tightening and possible damage to components. Torque settings are easily and 
accurately changed with a unique adjusting knob and easy-to-read window scale. Positive locking knob makes 


accidental setting changes impossible. Automatic lock in counterclockwise direction makes fastener removal 
a snap. 
Overall Price Each 
Mfg. Part No. Length Stock No. 1+ 
61SM 140mm 20M2170 238.88 
151SM 159mm 201745 361.24 
401SM 172mm 20M1930 378.52 


PIM_89710 


MICRO-ADJUSTABLE METAL HANDLE TORQUE 
WRENCHES 


CD ereUE 


‘A Snap-one Company 


Features: 
© Dual scale, calibrated dual direction 
© Positive Lock with spring loaded pull down lock 


@ Meets or exceeds ASME B107.14M-1994, ISO 
6789 Standards 
Model Specifications: 


ting @ 1501MRMH: Drive Size - 1/4”, Torque Range - 
@ Fast, accurate and easy to set 20-150 in.lb. 
@ Easy-to-read Laser marked scales @ 1502MRMH: Drive Size - 3/8”, Torque Range - 
@ Individually serialized with matching certificate of 20-150 in.Ib. 
calibration traceable to N.I.S.T. @ 501MRMH: Drive Size - 1/4”, Torque Range - 
® Most feature Quick Release buttons which provide 10-50 in. Ib. 
good socket retention as well as easy socket © 2502MRMH: Drive Size - 3/8”, Torque Range - 
removal 30-250 in.Ib. 
© Accuracy: + 4% clockwise + 6% CCW of indicated @ 7502MRMH: Drive Size - 3/8”, Torque Range - 
value, CW, from 20% to 100% of full scale 100-750 in.lb. 
Micrometer adjustable “click” torque wrenches are easy-to-operate, and have many industrial, automotive, and 
aircraft uses. All wrenches have easy-to-read, precision laser marked dual scales in English units. To set the 
desired torque, simply pull down the lock ring and turn the handle to the desired torque setting. Once set, the 
positive locking device locks in the torque setting. When the desired torque is reached, an impulse can be felt 
through the handle along with an audible “click”. Most ratchets feature a “Quick Release” push button that 
both locks the socket in place and makes socket changes quick and easy. A wide variety of torque ranges are 
available from 10 in.-Ibs. to 2000 ft.-lbs. and in Newton meter units; go online or call. 
Overall Price Each 
Mfg. Part No. Length Stock No. 1+ 
1501MRMH 257.8mm 20M1732 211.59 
1502MRMH 257.8mm 20M1738 314.26 
501MRMH 257.8mm 20M1943 316.90 
2502MRMH 285.75mm 20M1891 331.58 
7502MRMH 406.4mm 20M2946 160.99 
PIM_89699 
TORQUE-LIMITING BREAK-OVER WRENCH t 
@ Break-over mechanism minimizes mountz 
shock to assemblies 
@ Tamper-proof internal adjustment ed Ss, 
@ “Breaks-over” when preset torque is 
reached, eliminating overtorquing 
© Small and lightweight. ideal for 
restricted spaces. % 
© Handle: L 5” L x 9/16” Diameter. 
> CONTINUED > 
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TOOLS & ACCESSORIES 
TORQUE TOOLS 


TORQUE-LIMITING BREAK-OVER WRENCH (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


E-SERIES ELECTRIC SCREWDRIVERS (CONT.) 


Torque Price Each Torque Torque Price Each 
Range Overall Range Range Drive | Overall 
Mfg. Part No. ft-lb Length Stock No. ihe Mfg. Part No. ft-lb N-m Size_| Length | Stock No. i+ 
Size - 3/16” 145645 0.9lb-into15.6lb-in | 10cN-mto176cN-m | 1/4” | 254mm | 49M4257 735.00 
06005B-104-TB 3in-Ibto12in-Ib 5” 96M0008 — 145649 1.3in-Ibto21.7in-lb | 15cN-mto245cN-m | 1/4" | 254mm | 49M4261 735.00 
Size - 5/16” 145647 2.2in-Ibto15.6in-lb | 25cN-mto176cN-m | 1/4” | 254mm | 49M4259 = 
06005B-106-TB 3in-Ibto12in-Ib 5” 96M0009 = 145651 2.2in-lbto21.7in-lb | 25cN-mto245cN-m | 1/4” | 254mm | 49M4263 735.00 
Size - 7/16” Price Each 
06005B-109-TB 3in-Ibto1 Zin-lb 5 96M0010 om Mfg. Part No. Description Stock No. [| 
PIM_113764 145654 Torque Cover 49M4265 32.50 
PIM_197922 
MICRO TORQUE-LIMITING SCREWDRIVERS 
mountz 


the torque tool specialists” 


aA 


020066 


@ Precision radial ball clutch “slips-free” when the 
preset torque is reached preventing over-torquing. 
@ Thrust bearings insure that the torque setting 


020074 


@ Bi-directional operation. 
© ESD compliant IEC 61340-5-1:1998 
© Tamper-proof internal adjustment. No external 


is independent of any end load applied by the adjustment scale - must be preset using a torque 
operator. analyzer. 
Torque Price Each 
Range Overall 
Mfg. Part No. N-m Length Stock No. 1+ 
020074 0.5cN-mto22cN-m 143mm 491782 = 
020066 2cN-mto135cN-m 143mm 49M1774 = 
PIM_113768 
TORQUE-LIMITING SCREWDRIVERS 
mountz 


the torque tool specialists” 


ADJUSTABLE TORQUE-LIMITING SCREWDRIVERS AND KITS UTICA 


) 


TS-30 


KT-100 KT-30 


KT-130 


U.S. standard adjustable torque-limiting screwdrivers feature precision micrometer scale, easy-release bit 
holders and anti-backlash design for repeatability. 1/4” female hex drive. Accuracy: +6% from 20% of full scale 
to full scale. Meets or exceeds ASME B107.14M and ISO 6789 specifications. 
Adjustable Torque Limiting Screwdriver Kits 

Mfg. part no. KT-100 20-pc. kit contains one mfg. part no. TS100 1/4” female hex adjustable torque-limiting 
screwdriver, torque screwdriver blades in sizes 0.000 and 0.100, hex sockets in sizes 3/32" and 7/64”, hex keys 
in sizes 0.028 and 0.035, screwdriver hex bits in sizes 0.050, 1/16”, 5/64”, screwdriver blade torque screw in 
sizes 2,3 and 4, 5, Phillips blade torque screw in sizes 0, 1 and 2, 3, 4, 1/4” drive adapter, mini-torque bit holder, 
1/4” drive regular sockets in sizes 1/8” and 3/16”, insert and storage case. 
Mfg. part no. KT-30 24-pc. kit contains one mfg. part no. TS-30 1/4” female hex adjustable torque-limiting 
screwdriver, 0.100 torque screwdriver blade, 7/64” hex socket, 0.035 hex key, screwdriver hex bits in sizes 
0.050, 1/16", 5/64”, 3.32”, 1/8” and 5/32”, screwdriver blade torque screw in sizes 2,3 4,5 5,6 and 6,8, Phillips 
blade torque screw in sizes 0, 1 and 2, 3, 4, 1/4” drive adaptor, mini-torque bit holder, 1/4” drive regular sockets 
in sizes 1/8”, 3/16", 1/4” and 5/16", insert and storage case. 

Mfg. part no. KT-130 48-pc. kit contains one mfg. part no. TS-100 and one mfg. part no. TS-30 1/4” female 
hex adjustable torque-limiting screwdrivers, three torque screwdriver blades (one in size 0.080 and two in size 
0.100), three hex sockets (one in size 3/32” and two in size 7/64”), three hex keys (one in size 0.028 and two in 
size 0.035), nine screwdriver hex bits (two each in sizes 0.050, 1/16”, 5/64”, and one each in sizes 3.32”, 1/8”, 
5/32"), six screwdriver blade torque screw (two each in sizes 2, 3 and 4, 5; one each in sizes 5, 6 and 6, 8), 
five Phillips blade torque screw (two each in sizes 0, 1 and 2, 3, 4; and one in size 4, 6, 7, 8, 10), two 1/4” drive 
adapters, two mini-torque bit holders, six 1/4” drive regular sockets (one each in sizes 1/8”, 5/32”, 1/4”, 5/16”, 
and two in size 3/16”), insert and storage case. 


Price Each 
Mfg. Part No. Stock No. 1+ 
20-100in-oz Range - 2in-oz Increments - Black Collar 
Ergo Micro Torque screwdriver, Mfg. Part No. 020440, features a “positive” locking system that prevents TS-100 97H3848 51546 
incidental torque adjustment. Bi-directional cam “slips free” once the set torque has been reached, making over- = - = 
tightening impossible. 1/4” F/Hex drive and 2-12 Ibf.in torque range. Externally adjustable torque range. Mfg. 6-30in-Ib Range - tin-Ib Increments - Red Collar 
Part No. 020452 is similar to 020440, but with 10 - 50 Ibf.in torque range. TS-30 97H3849 486.42 
Torque Price Each PIM_78737 
Range Overall > 
Mfg. Part No. ft-lb Length Stock No. 1+ 
020440 2in-lbto12in-Ib 183mm 491951 = TORQUE-SENSING WRENCHES — “A” SIZE SERIES 
020452 10in-Ibto50in-Ib 196mm 49M1971 eee 
PIM_113765 ay > 
E-SERIES ELECTRIC SCREWDRIVERS Cre 15) 
@ Plugs directly into a power outlet (no separate power supply mountz CHA-6, CHA-11 


the torque tool specialists” 


for 
> 


required) 

@ Automatic power shut off once torque 
is achieved 

© Crafted to rest comfortably in the 

operators hand 

External torque adjustment scale 

Push-to-Start and Lever models 

Duty cycle tool 

110V models 220V moels are also 

available; go online or call 

© Power cord with a noise filter to reduce 
electronic noise (EMC) 

@ Lightweight 


> CONTINUED > 


“Click” type torque-sensing wrenches accept a variety of interchangeable “A” size drive heads to suit specific 
application requirements; ordered separately. Head changes are quick and easy without the need for 
recalibration. Heads are available in drive sizes 1/4” through 3/4”. 
Torque Price Each 
Range Overall 
Mfg. Part No. N-m Length Stock No. 1+ 
Micrometer Adjustable Wrench - “A” Size 
CH-150 3.4N-mto17N-m 228.6mm 63J8908 416.24 
Single Setting (Preset) Wrenches - “A” Size 
CHA-11 1.1N-mto11N-m 146.1mm 97H3840 116.80 
CHA-6 1.2N-mto6N-m 135mm 97H3841 267.66 
PIM_78738 


1260 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


TOOL BALANCERS 


Tool Balancer keeps your torque equipment at an ergonomic height for the operator. Ergonomic spring release 


provides a safety lock giving extra control of the tool. Stainless steel cable can recoil or provide more length for 
better maneuverability to reach multiple applications. Gear mechanism allows more exact adjustment of tension. 
Load Price Each 
Weight 
Mfg. Part No. Max Stock No. 1+ 
ASB-OC 1.5kg 49H8504 69.50 
ASB-3C 3kg 35H8575 95.75 
PIM_75382 
CAN WRENCH WITH WIRE STRIPPER - 
JONARDTOOLS 


AND SECURITY KEY INSERT KIT 


Features: 

® Six tools in one 

@ Multiple opening, tightening, stripping and security 
key functions 

Mfg. part no. M-216CS22 double end can socket 

1-1/2" deep wrench, 3/8” and 7/16” hex, orange plastic 

handle with 22AWG stripper blade. Used in placing 

fuses in cable terminals and connecting wires to fuses 

and binding posts. The walls on both sockets are thin 

enough so they can be used to work locking devices on 

most terminals and cabinets. Overall length: 7”. 

Mfg. part no. M-216C/EX double end can socket with orange impact-resistant thermoplastic ergonomic handle 

and hex outer socket. It is used in placing fuses in cable terminals and connecting wires to fuses and binding 

posts. 7/8” diameter handle, 3/8” and 7/16” hex. 

Mfg. part no. SK-51632 security key insert is designed with a double-ended hex adapter for two sizes of pin-in- 

head security fasteners. Key slips into the 3/8” side of a can wrench and user is ready for either a 5/16” or 5/32” 

hex security screw. The 5/16” side is used on tamperproof cross-connect cabinets, MESA, CATV closures and 


a 


M-216CKIT 


AC16/18 


All AC series Adjustable Wrenches Feature: 
Industrial professional or home use 


TOOLS & ACCESSORIES 
TORQUE TOOLS 


AC8NKWMP 


@ SAE/Metric size indicator on jaw 
RapidSlide™ Adjustable Wrench Only: 


© Heat-Treated, Drop-Forged Alloy Steel @ Slide button mechanism in handle for quick, fast 
© Chrome finish resists rust and corrosion adjustment 
@ Wide handle for increased leverage © Debris shield protects slide mechanism, and 
® Polished Jaw maintains a smooth operation 
AF Size | AF Size Jaw Price Each 
Mfg. Part No. Metric Imperial Opening Length Stock No. 1+ 
RapidSlide™ Adjustable Wrench 
AC8NKWMP. 25mm is 25mm 200mm 73K7065 = 
AC Series Adjustable Wrench 
AC16 24mm 15/16” 24mm 150mm 52F9056 — 
AC18 29mm 11/8" 29mm 200mm 52F9057 _ 
PIM_5703 
Wrenches 
AF Size AF Size Price Each 
Mfg. Part No. Imperial Metric Length Stock No. 1+ 
RapidSlide™ Adjustable Wrench 
AC8NKWMP. 1" 25 mm 200mm 73K7065 = 
PIM_5513344 
STUBBY L-WRENCH SETS 


16537 - 13-Piece set containing sizes: 0.050”, 1/16”, 5/64”, 3/32", 7/64”, 1/8”, 
9/64”, 5/32”, 3/16”, 7/32”, 1/4”, 5/16”, 3/8” & Bondhex® Case 


16538 - 10-Piece set containing sizes: 1/16”, 5/64”, 
3/32”, 7/64”, 1/8”, 9/64”, 5/32”, 3/16", 7/32”, 1/4” & 
Bondhex® Case 

16592 - 7-Piece set containing sizes: 1.5, 2, 2.5, 4, 5, 
6mm & Bondhex® Case 

16599 - 9-Piece Set containing sizes: 1.5, 2, 2.5, 3, 4,5, 


Lai 
BONDHUS 
AST Better, all The Way Around.” 


any other closure that requires a 5/16” tamperproof hex tool to gain access. Reversible — one end is for SLC 6, 8, 10mm & Bondhex® Case 16537 
cabinets and the other is for most network interface boxes. 20599 - Double Pack contains #16537 SBLX13 Stubby 
Mfg. part no. M-216CKIT includes mfg. part no. M-216CS22 can wrench and mfg. part no. SK-51632 security set & #16599 SBLX9M Stubby Set 
key insert. Order complete kit or individual tools separately below. Price Each 
Price Each Mfg. Part No. Description Stock No. 1+ 
Mfg. Part No. Length Stock No. 1+ 16538 10-Piece Set 97C8508 19.63 
Can Wrench Ergonomic 1” Dia. Handle, Hex Outer Socket 16537 13-Piece Set 9708507 31.45 
@ M-216C/EX 27€0217 13.95 16592 7-Piece Set 97C8509 15.52 
Can Wrench with Wire Stripper 16599 9-Piece Set 97C8510 25.54 
M-216CS22 T’ 75R7652 25.95 20599 Double Pack 97C8513 53.83 
For Use Price Each PIM_73533 
Mfg. Part No. Description Type With Stock No. i+ 
SK-51632 | Security Key Insert | Security Key Insert | Jonard M-216CS22 Can} 75R7655 | 14.95 BALLDRIVER® L-WRENCH ov 
Wrench COMBOS JBONDHUS) 
einen (SF Bete, ame Way Around pra, fae 
HIGH TORQUE STEEL ™ 
Set 
Price per 
Lt 
Mfg. Part No. Description Stock No. 1+ 
M-216CKIT Can Wrench with Wire Stripper & Security Key Insert 75R7651 35.95 
PIM_5513345 
ADJUSTABLE WRENCHES KLEIN cee some 


D507-6 
Precision-machined jaws and smooth turning knurl for easy operation. Forged heat-treated alloy steel for 
maximum strength and light weight. High polish chrome-plated finish is corrosion resistant. Contoured handles 


for comfortable use. Mfg. part no. D506-4 standard-capacity adjustable wrench features plastic-dipped dovetail 
handle. Mfg. part nos. D507-6 & D507-8 extra-capacity adjustable wrenches feature plastic-dipped handle. 
Extra capacity allows use of a smaller size wrench to handle bigger jobs, especially in confined spaces. 
AF Size | AF Size Jaw Price Each 
Mfg. Part No. Metric Imperial Opening Length Stock No. 1+ 
D506-4 12mm 1/2" 12mm 114mm 34F129 35.58 
D507-6 23mm 15/16” 23mm 61/2” 50F7342 37.78 
D507-8 28mm 11/4" 28mm 81/2" 50F7343 42.40 
PIM_5722 


1.800.463.9275 © newark.com 


Mfg. part no. 20199 double pack contains BLX 13 inch Balldriver® set and BLX 9 metric Balldriver® set. 


Mfg. part no. 14132 triple pack contains BLX 13 inc! 
GorillaGrip® fold-up star recessed set. 


h and BLX 9 metric L-wrench sets and the 12632 


Price Each 
Mfg. Part No. Stock No. i+ 
14132 83F6331 62.63 
20199 83F6330 43.67 
PIM_29679 
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TOOLS & ACCESSORIES 
RATCHETS & WRENCHE: 


BALLDRIVER® HEX TOOL SETS 


Better, All The Way Around” 


10637 (BSX13) 
Mfg. part no. 10637 (BSX13) 13-piece inch set contains sizes: 0.050”, 1/16”, 5/64”, 3/32”, 7/64”, 1/8”, 9/64”, 


@ Indicates RoHS Compliant 


9 PIECE BALL ENDED HEX KEY SETS 


Features: 

@ Arange of high quality chrome vanadium steel, 
metric hexagonal keys 

© Chamfered ball point end on one side allows user to 
work at angles up to 25° 

Sizes: 

© D00594 - 9-Piece Hexagonal Key Set - 1.5, 2, 2.5, 
3, 4, 5, 6, 8 & 19mm 

@ D00595 - 9-Piece Hexagonal Key Set - 1/16, 5/64, 
3/32, 1/8, 5/32, 3/16, 1/4, 5/16 and 3/8” 


4] Find Datasheets Online 


5/32", 3/16", 7/32", 1/4”, 5/16”, 3/8". Bondhex® case. Price per 
Mfg. part no. 10699 (BSX9MM) 9-piece metric set contains sizes: 1.5mm, 2mm, 2.5mm, 3mm, 4mm, 5mm, eKits 
6mm, 8mm, 10mm. Bondhex® case. Mfg. Part No. Description Stock No. 1-49+ 
Price Each D00595 Imperial 74M0913 6.65 
Mfg. Part No. Stock No. 1+ D00594 Metric 74M0912 6.82 
10637 (BSX13) 90F7788 76.83 PIM_116848 
10699 (BSX9MM) 90F7790 60.56 
PIM_5629 13 PIECE LONG ARM BALL ENDED HEX KEY 
SETS DURATOOL 
BALL END HEX KEY SETS Plea 


JB ONDHUS) 
(SH Better, All The Way Around.” 


Mfg. part no. 10946 (BLX6MM) is a 6-piece wrench tool set with ball end tip inserts into a screw at a 25° angle. 
Ball end saves time by quickly funneling tool into screw. 25° angle allows natural hand and wrist movement. 
Superior ball end strength and working angle. Works in hard to reach places. 


Price Each 
Mfg. Part No. Stock No. 1+ 
10946 (BLX6MM) 90F7786 9.48 


PIM_100555 


BALLDRIVER® T-HANDLE SETS 


@ Precision-Welded Handle Stands Up to 
@ Ultra-High Torque Projects 
@ Each Cushion-Grip Handle is Sized for 


(ST Better, All The Way Around” 


a, 


@ Arange of high quality chrome vanadium steel, metric 


and imperial hexagonal keys ~ 
@ Extra long arm for deep insertions of hex nuts or screws 
© Chamfered ball point end on one side allows user to work =~ 
at angles up to 25° S 
Sizes: “ 
© D00596 - 13-Piece Hexagonal Key Set - 1.27, 1.5, 
2, 2.5, 3, 3.5, 4, 5, 5.5, 6, 7, 8 & 10mm 
@ D00597 - 13-Piece Hexagonal Key Set - 1/2, 1/16, 
5/64, 3/32, 7/64, 1/8, 9/64, 5/32, 3/16, 7/32, 1/4, 
5/16 and 3/8” 
Price per 
Kit 
Mfg. Part No. Description Stock No. 1-49+ 
D00597 Imperial 74M0915 TAT 
D00596 Metric 74M0914 7.74 
PIM_116850 
MAGIC RING SCREW-HOLDING e ui 
BALL HEX L-KEY SETS wiha 


@ Maximum Torque and Comfort 
Mfg. part no. 13189 8-piece metric set contains sizes: pro emiuan. 
2.0mm*, 2.5mm, 3.0mm*, 4.0mm, 5.0mm, 6.0mm, HUGE TORQUE STEEL. 
8.0mm, ‘40mm and stand. ( Straight hex only.) 
Mfg. part no. 13190 10-piece inch set contains sizes: 
3/32", 7/64"*, 1/8", 9/64"*, 5/32", 3/16", 7/32”, 1/4”, 
5/16”, 3/8” and stand. (*Straight hex only.) 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
13190 10-Pc Inch Set 98B0067 85.95 
13189 8-Pc Metric Set 98B0066 71.37 
PIM_59380 
30 PIECE HEX KEY SETS 


30-piece of 0.028 to 3/8” long, 0.7 to 10mm Short arm hex keys. 


Price Each 
Mfg. Part No. Stock No. 1-49+ 
TL10416 99M1259 8.29 
PIM_116775 


66992 


Features: 

® MagicRing compression ring holds screw...saves 
time, increases productivity 

© Securely grips inner head of screw 

© Allows free hand for work positioning 

© Sizes 1/8 to 3/8 screw holding feature 


Premium Tools 


Don't Drop That Screw! 
MagicRing Makes the Job Easier 


@ Hardened CRM72 tool steel 

@ Precision machined exact fit tips 

© Super-hard chromed finish 

@ ProStar holder — every key can be taken out 
separately without having to move another key 


Mfg. part no. 66990 - 9-Piece MagicRing Ball Hex L-Key Set - 1.5", 2*, 2.5*, 3, 4, 5, 6, 8 and 10mm. 
Mfg. part no. 66991 - 13-Piece MagicRing Ball Hex L-Key Set - 0.05, 1/16”, 5/64”, 3/32*, 7/64*, 1/8, 9/64, 5/32, 


3/16, 7/32, 1/4, 5/16 amd 3/8”. 


Mfg. part no. 66992 - 22-Piece Combo MagicRing Ball Hex L-Key Set - Includes 66990 & 66991. 


*- standard ball - no ring 


1262 Go online or call for non-compliant or @8ROHS Compliant products. See page 2 
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MAGIC RING SCREW-HOLDING 
BALL HEX L-KEY SETS (CONT.) 
Price Each 
Mfg. Part No. Description Stock No. 1+ 

66991 13-Piece MagicRing Ball Hex L-Key Set - Imperial 33C9737 64.81 
66992 22-Piece Combo MagicRing Ball Hex L-Key Set - Imperial/Metric | 10J4426 | 112.25 
66990 9-Piece MagicRing Ball Hex L-Key Set - Metric 33C9736 52.34 

PIM_68810 

CONTROL CABINET KEYS 


00 1107 


00 1101 
00 1102 


Key Specifications: 

© 00 11 01 Twin Key - Quadrilateral (mm): 5/6-7/8- 
9/10-11; Triangle (mm): 7-8/9-10/11-12; Double Bit 
(mm): 7mm slot/PH2; Length: 92mm; Weight: 135g 

© 00 11 02 Control Cabinet Key - Quadrilateral 
(mm): 5/6/8; Triangle (mm): 9; Double Bit (mm): 9; 
Length: 44mm; Weight: 65g 

© 00 11 03 Control Cabinet Key - Quadrilateral 
(mm): 5/6/8; Triangle (mm): 9; Double Bit (mm): 9; 

Mfg. Part No. 0011 01 TWIN KEY 

Multifunctional key for the actuation of locking systems from the areas of facilities engineering (heating and 

sanitation, air conditioning, electro technology), gas and water supply and shut-off-systems. Mfg. part no. 00 

11 01 TwinKey® has eight arms and consists of two cross keys that are held inside each other with a magnet. 

Includes square 5. 6, 7, 8, 9, 10, 11 mm; triangle 7, 8, 9, 10, 11, 12 mm; 2-way key 3-5 mm; half moon 6 mm; 

male square in steps 6-9 mm; 1/4” insert bit slotted 1.0 x 7 mm and PH2. 

Mfg. Part Nos. 00 11 02, 00 11 03 CONTROL CABINET KEYS 

With 1/4” insert bit: slotted 1.0 x 7 mm and cross recess PH 2; mfg. part nos. 00 11 02 and 00 11 03 incl. square 

5, 6, 8 mm; triangle 9 mm; 2-way key 3-5 mm. 

Mfg. Part Nos. 00 11 07, 00 11 08 PEN-STYLE-CONTROL CABINET KEYS 

Portable pen-style control cabinet keys with fastening clip. Three/four different key profiles can be utilized by 

swiveling the key holder for control cabinets and shut-off systems in the supply of gas, water and electricity. 


Length: 76mm; Weight: 88g 

© 00 11 07 Pen-Style Control Cabinet Key - 
Quadrilateral (mm): 5/6/8; Triangle (mm): 9; Double 
Bit (mm): 9@ 5mm (internal)/ @ 9mm (external); 
Length: 145g; Weight: 152g 

© 00 11 08 Pen-Style Control Cabinet Key - 
Quadrilateral (mm): 5/8; Triangle (mm): 9; Length: 
145mm; Weight: 142g 


Universal 1/4” bit adapter for standard bits (permanent magnet for retaining). Additional bit adapter for 1/4” bits 
inside one key profile. With bit insert: cross recess PH 2 and possibility of safekeeping a second bit. Mfg. part 
nos. 00 11 07 is for control cabinets and shut-off systems in the supply of gas, water and electricity. Includes 
square 5, 6, 8 mm; triangle 9 mm and 2-way key 3-5 mm. Mfg. part no. 00 11 08 is a multi-purpose key used 
for heating, air conditioning, plumbing and building maintenance. Includes square 5, 8 mm; triangle 9 mm; male 
square in steps 6, 7, 8, 9mm. 
Price Each 
Mfg. Part No. Stock No. 1+ 
Pen-Style Control Cabinet Key 
00 11 07 06R6249 = 
00 11 08 06R6250 ee 
Twin Key 
00 11 01 8779269 60.42 
PIM_147426 
Multitools 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
00 11 03 Control Cabinet Key 06R6247 49.04 
00 11 02 Control Cabinet Key 06R6246 48.50 
PIM_5513251 


61-051 61-035 


@ Non-slip ergonomic design maximizes comfort 
@ Premium neon lamps prevent false readings @ 5-year manufacturer's warranty 

@ Tough impact-resistant case @ ULlisted, CSA certified 

Mfg. part no. 61-051 E-Z Check® Plus GFI circuit tester tests the integrity and operation of GFI receptacles, 
protected circuits or outlets. Also tests for correct wiring, open-ground, reverse-polarity, open-hot, open-neutral, 
hot-on-neutral, hot and ground reversed with open-hot, and ground fault interruption in 3-wire 125V AC circuits. 


> CONTINUED > 


© Safety-yellow color for easily visibility 


1.800.463.9275 © newark.com 


TOOLS & ACCESSORIES 
HEX KEYS 


E-Z CHECK® GFI AND RECEPTACLE CIRCUIT TESTERS (CONT.) 


Push-pull shape, easy-to-read indicators. Mfg. part no. 61-035 E-Z Check® circuit tester is the same except 
no GFI outlet test capability. 


Price Each 
Mfg. Part No. Stock No. 1+ 
US Mains Socket 
61-051 90F2394 78.37 
61-035 35F2254 30.06 
PIM_5603 
EPB-500 PUNCH DOWN TOOLS JONARDTOOLS: 


Features: ® Convenient 2 blade storage compartment 
@ Ergonomic design to minimize repetitive stress and @ Non-slip handle 
impact recoil ® Reliable fail safe mechanism 


@ The easiest high/low impact setting adjustment © Lifetime warranty 
Use to properly set, seat, cut and terminate category 3, 5, 5e and 6 cables. Simply position the wire, push tool, 


and listen for confirming pop. Wire is properly seated. Tool is spring loaded for quick, effortless wire seating 
and terminations. Bayonet style blade retention socket is compatible with industry standard tool and blades. 
Price Each 
Mfg. Part No. Stock No. i+ 

Punchdown Tool 

@ EPD-914 79T5977 30.95 
Punchdown Tool with 110 Blade 

@ EPD-914110 79T5979 39.95 
Punchdown Tool with 2x Blades 66 & 110 

@ EPD-91461 79T5980 49.95 
Punchdown Tool with 630 Modified Jack Blade 

@ EPD-914630 86W7540 42.95 
Punchdown Tool with 66 Blade 

@ EPD-91466 7975981 39.95 
Punchdown Tool with Combination Blade 66 & 110 

@ EPD914116 79T5982 39.95 
Punchdown Tool with EPB-Krone Blade 

@ EPD-9KRONE 86W7539 58.95 
Punchdown Tool with Krone Blade 

@ EPD-914KR 79T5978 41.95 
PIM_195417 

11-PC. INSULATED TOOL KIT 6® JONARDTOOLS: 


11-Pc. insulated tool kit includes: phillips head screwdrivers #1 x 3°, #2 x 4”, #3 x 6”; slotted head screwdrivers 


3/32 x 3”, 1/8 x 4”, 1/4 x 6", 5/16 x 7”; linemans plier 7 1/4”; long nose plier 6 1/4”; diagonal plier 6 1/4” ; wire 
stripper 6 1/2”. 
Price Each 
Mfg. Part No. Stock No. 1+ 
TK-110INS 76M1022 156.95 
PIM_139053 
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TOOLS & ACCESSORIES 


WIRE WRAP 


PTX SERIES WIRE-WRAPPING AND 
UNWRAPPING TOOLS AND KITS 


Features: 

@ Ergonomic design minimizes 
repetitive stress 

@ NiMH battery-operated or 115V 
electric-powered versions 

@ Rugged construction for field use 

@ Wraps and unwraps 18 to 30 
AWG wire 

@ Rated maximum usage: 2,500 


OK Industries 


Div. of Jonard Industries 


RoHS — 
Compliant 
Available 


@ Indicates RoHS Compliant | Find Datasheets Online 


WIRE-WRAPPING BITS AND SLEEVES 
OK Industries 


Div. of Jonard Industries 


. RoHS 
_ a Compliant 
ee Available 


cyclesiday 7 Terminal Price Each 
Mfg. part no. PTX-KIT1 kit includes Mfg. Part No. Diagonal AWG Size Stock No. 1 
tool, battery charger and two NiMH - ~ 
batteries. WB28SHM 0.031 “ to 0.035 28 AWG 10F7517 66.95 
Mfg. part no. PTXKIT1DH includes SB30MSH-B 0.031 “ to 0.035 “ 30 AWG 10F7518 74.95 
Pee Boggs a eee © P3032 0.081 “to 0.038 * 32 AWG to 28 AWG 10F7522 | 49.95 
wrap/unwrap bit set and Cordura tool WB3032M 0.034 “ to 0.038 “ 32 AWG to 30 AWG 52F1331 66.95 
pouch. Individual tools and accessories @ P2224 0.042 “ to 0.073 * 26 AWG to 20 AWG 10F7519 27.95 
available separately; go online or call. = ea @ KB22 0.054" to 0.073" 29 AWG 10F7512 Eres 
PTX-KITIDH PTXABF @ KB224 0.054 “ to 0.073 “ 24 AWG to 22 AWG 10F7513 62.95 
Price Each @ KB224-1 0.054 “ to 0.073 “ 24 AWG to 22 AWG 41B5408 62.95 
Mfg. Part No. AWG Size Stock No. 4+ WB2426M 0.054 “ to 0.073 “ 26 AWG to 24 AWG 41B6162 66.95 
115V Electric-Powered Tool @ P2426 0.055 “ to 0.074 “ 26 AWG to 24 AWG 10F7520 27.95 
@ PTX-1 30 AWG to 18 AWG 04M4598 284.95 @ KB24 0.055 “ to 0.074 “ 24 AWG 10F7514 62.95 
115V Electric-Powered Tool with Backforce @ KB26 0.058 * to 0.073 * 26 AWG 10F7515 62.95 
PTX-1BF 30 AWG to 18 AWG 96C2377 294.95 PIM_5874 
Battery Operated Tool Kit 
@ PTX-KIT1 30 AWG to 18 AWG 04M4596 389.95 HAND WRAPPING, STRIPPING AND 
@ PTX-KIT1DH 30 AWG to 18 AWG 04M4597 564.95 “ 
eae UNWRAPPING TOOLS OK Industries 


DUAL-FUNCTION WRAP/UNWRAP BIT 

AND SLEEVE SETS 

© Combines both wrap and unwrap functions into 1 bit/ 
sleeve set 

@ Eliminates the need to carry extra 
tools or bits 

@ Wraps or unwraps 22-24 AWG or 
24-26 AWG wire 

© Used with PTX series tools 


The bit is precision-machined for 


OK Industries 


Div. of Jonard Industries 


RoHS 


Gee timoint 
——a Available 


Div. of Jonard Industries 


high-quality wrapping in the cocyise  -——————— Terminal Price Each 
So ieee - aa Mfg. Part No. Diagonal AWG Size Stock No. 1+ 
when operated counter-clockwise. 22-24 AWG on Standard 0.03x0.06” and 0.045”Sq. Posts 
DFB224 WSU-2224 5.4mm 22 AWG 10F7534 60.95 
Terminal Price Each Modified Wrap on 0.025”Sq. Posts 
Mfg. Part No. Diagonal AWG Size Stock No. 1+ WSU-30M 3.2mm 30 AWG | 10F7535 41.95 
@ DFB2426 0.054 “ to 0.065 “ 26 to 24 3002717 152.95 Modified Wrap on 0.045”Sq. Posts 
@ DFB224 0.054 * to 0.073 * 24 to 22 30€2716 152.95 WSU-24M 5.4mm 24 AWG | 50B6108 60.95 
PIM_68029 Modified Wrap on 0.45”Sq. Posts 
WSU-26M 5.4mm 26 AWG 70B5873 60.95 
MANUAL WIRE-WRAPPING TOOLS Regular Wrap on 0.025”Sq, posts 
Oo *) OK Industries WSU-30 3.2mm 30 AWG 10F7536 41.95 
Div. of Jonard Industries PIM_5829 


G100/R3278INS G100/R3278 G200/R3278 


RoHS _ 
Compliant 
Available 


G100/R3278FL 


© G100/R3278 offers durability with rugged alumi- 
num construction 


© G200/R3278 Lexan housing is lightweight and 
lower cost 


© G100/R3278INS provides 1000V of dielectric @ G200/R3278FL insulated model with LED flashlight 
strength across most of the aluminum housing 
These tools are designed to make full use of bits and sleeves accommodating wire sizes 18 - 32 AWG for wire 
wrapping applications 
Price Each 
Mfg. Part No. AWG Size Stock No. 1+ 
Aluminium 
@ G100/R3278 | 32 AWG to 18 AWG 10F7585 187.95 
Aluminium (Insulated) 
@ G100/R3278INS | 32 AWG to 18 AWG 9600343 188.95 
Lexan™ 
@ G200/R3278 32 AWG to 18 AWG 10F7586 149.95 
Wire Wrapping Gun with LED Flashlight 
@ G100/R3278FL 32 AWG to 18 AWG 71K4495 197.95 
PIM_5872 


HAND WRAPPING/UNWRAPPING TOOLS 
OK Industries 


Div. of Jonard Industries 


RoHS _ 
Compliant 
Available 


One tool does the work of two. Switch from wire wrapping to unwrapping in only seconds by changing cap from 
one end to the other. Compact, convenient tools for use where occasional wraps are required. 
Terminal Price Each 
Mfg. Part No. Diagonal AWG Size Stock No. 1+ 
@ HW-UW-30 2.36 mm-3.17 mm 30 AWG 10F7528 125.95 
@ HW-UW-26SM 2.36 mm-3.17 mm 26 AWG 10F7527 125.95 
@ HW-UW-2829M 2.36 mm-3.96 mm 29 AWG-28 AWG 18C3951 125.95 
@ HW-UW-2426 3.96 mm-5.53 mm 26 AWG-24 AWG 41B5373 109.95 
@ HW-UW-224-1 3.96 mm-5.53 mm 24 AWG-22 AWG 41B5364 108.95 
@ HW-UW-20 3.96 mm-6.35 mm 20 AWG 10F7524 108.95 
PIM_5921 
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HAND UNWRAPPING TOOLS 


OK Industries 


Div. of Jonard Industries 


Use to easily remove solderless wrapped connections. 


Terminal Price Each 
Mfg. Part No. Diagonal AWG Size Stock No. 1+ 
UWD-93-93 2.36 mm 32 AWG-24 AWG 10F7665 41.95 
UW-093R 2.36 mm 32 AWG-24 AWG 10F7664 37.95 
UW-1 3.96 mm 26 AWG-20 AWG 10F7660 37.95 
UW-2 3.96 mm 26 AWG-20 AWG 10F7661 41.95 
UW5 4.74 mm 26 AWG-20 AWG 41B6139 48.95 
UW-4 4.74 mm 26 AWG-20 AWG 10F7662 48.95 
PIM_5877 
FIXED HANDLE NUTDRIVERS X li ® 
FIXED HANDLE HOLLOW SHAFT NUTDRIVERS ce ite 
Ideal for use where nuts must be installed or removed over protruding bolts. Finely pyWeller® 
tempered and finished steel. =—_ 2» 
HS11 
Drive Blade Overall Price Each 
Mfg. Part No. Size Length Length Stock No. 1+ 
HS6 4.762mm 79mm 159mm 34F318 9.98 
HS8 6.35mm 79mm 184mm 34F319 = 
HS10 7.937mm 79mm 184mm 34F320 11.60 
HS11 8.731mm 79mm 184mm 34F321 12.70 
HS12 9.525mm 79mm 184mm 34F322 11.05 
HS14 11.112mm 79mm 184mm 34F323 14.44 
HS16 12.7mm 79mm 184mm 34F324 15.60 
PIM_5738 
M4™ 1/4” HEX 2-SPEED : 
SCREWDRIVER KIT Miwa 
2101-21 
© Voltage: 4V © Tool Weight: 1.0 Ibs 


© Speed: 0 - 200 / 0 - 600 RPM 

@ Peak Torque: 44 in-lbs 

© Chuck Type: 1/4” Hex Quick Change 
“Featuring 44 in-lbs. of peak torque and a 21-position clutch with auto shut-off, the new screwdriver offers 
improved torque control during repetitive applications. Two speeds, 200 and 600 RPM, offer further user control 
for precision work. 

Mfg. part no. 2101-21 kit contains: 2101-20 1/4” Hex 2-Speed Screwdriver, (1) 48-11-2001 M4™ REDLITHIUM™ 
2.0 compact battery pack. 


® Tool Length: 9.6" 
© Battery: REDLITHIUM™ 2.0 


Overall Price Each 
Mfg. Part No. Length Stock No. 1+ 
M4™ ¥,” Hex Screwdriver 
2101-20 9.6" 66W5473 142.00 
Price Each 
Mfg. Part No. Description Stock No. i+ 
48-59-2001 M4™ Charger 72W1445 51.77 
PIM_209631 
Rechargeable 
Price Each 
Mfg. Part No. Voltage Qty Stock No. 1+ 
Lithium lon 
48-11-2001 4v 1 72W1444 77.00 
PIM_5513269 
Tool 
> CONTINUED > 
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TOOLS & ACCESSORIES 


WIRE WRAP 
Tool (CONT.) 
Price Each 
Mfg. Part No. Stock No. ike 
2101-21 72W1442 ae 
PIM_5513270 
VOLTALERT NON-CONTACT VOLTAGE DETECTORS FLUKE. 


CEG 


FLK2AC/90-1000V 


~ 


‘TUV Rheinland 


FLUKE-1AC-A1-II 


1AC-II/4LAC-II Voltage Detectors: All Voltage Detectors: 


© Continually tests its battery and its circuit integrity  @ Category IV - 1000 V overvoltage rated 
using Voltbeat™ technology @ Rugged, reliable, and have two-year warranty 
© Voltage detection of 90 to 1000 VAC @ 2AAA batteries (included) 
® 20 to 90 VAC control circuit model also available 
AC voltage detectors, with VoltAlert™ non-contact voltage detection, are easy to use - just touch the tip to a 
terminal strip, outlet, or cord. When tip glows red and unit beeps (1AC-II only), there's voltage in the line. Allow 
users to quickly test for energized circuits and defective grounds on the factory floor, in the shop, or at home. 
Voltage Price Each 
Mfg. Part No. Display Range AC Stock No. 1+ 
VoltAlert™ 
FLUKE-1AC-A1-II LED 90V to 1000V 55K3325 41.99 
FLK2AC/90-1000V Light 90V to 1000V 1276535 41.99 
VoltAlert™, Pkg.of 5 
FLUKE-1AC-A1-II 5 PK LED 90V to 1000V 04M4406 192.99 
FLK2AC/90-1000V5PK Light 90V to 1000V 1276537 a 
VoltAlert™ Low Voltage 
FLUKE-1LAC-A-II LED 20V to 90V 55K3327 57.10 
PIM_6534 
Electric Tool Kits 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
T5-KIT T5 Electrical Tester Starter Kit 97H3607 83.99 
PIM_5561888 
Price Each 
Mfg. Part No. Description Stock No. i+ 
AC220 SureGrip™ Alligator Clip Set 8107979 61.99 
PIM_5561890 


CORDLESS 12V SUB-COMPACT MICRO 
DRIVER DRILL 
e 


Quick bit-loading 1/4 in. hex chuck for bit insertion and 
release with one hand 
© Metal gear housing for job site durability — 0 to 500 rpm 
Sub-compact 7” length fits in tight areas for increased 
convenience 
© Delivers 100 in.-Ibs. of torque 
© Battery fuel gauge for displaying remaining run-time 
@ Built-in LED for illumination of dark work spots 
e 
e 


Variable speed trigger for output power control 
Overmolded side and grip for secure grip and work 
surface protection 
@ 5-year manufacturer's warranty 
Mfg. part no. 2401-22 sub-compact micro driver drill has 
the power to drive the majority of common small fasteners, 
and the run-time of full day screw driving without recharging. 
Comes complete with: #2 Phillips 1/4” hex insert bit, 6F-7R 


1/4” hex insert bit, 12V Li-lon battery pack, 12V battery 
charger and storage bag. 


Chuck Price Each 
Mfg. Part No. Voltage Size Torque Stock No. i+ 
2401-22 12V 0.25” 150in-Ib 96M8784 188.00 
PIM_113774 
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TOOLS & ACCESSORIES 


POWER TOOL 


@ Indicates RoHS Compliant 
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M12 CORDLESS SUB-COMPACT BAND kee PUNCHMASTER II™ IMPACT PUNCH DOWN TOOLS (conT,) 
os 

SAW am iw Price Each 

7 abelian Mfg. Part No. Description Stock No. 1+ 

© 1-5/8" cut capacity 35-495 110 Turn-Lock Blade 01F2603 21.81 

@ Meets OSHA guarding requirements 35-497 66 Turn-Lock Blade 01F2604 OG 

@ LED light 

@ Blade tension adjustment PIM_18627 

M12™ sub-compact band saw is compact and 

lightweight at less than half the weight and size IDC / Punchdown 

compared to a traditional deep cut band saw. The 5 

M12™ band saw weighs only 6.75 Ibs and 12” in | Price Each_ 

length, making it ideal for overhead or one-handed Mfg. Part No. Stock No. 1+ 

cutting applications. Includes sub-compact band saw 35-485 01F2601 84.56 

tool, 30-minute charger, M12™ XC high capacity 

REDLITHIUM™ battery, sub-compact portable band PIM_5513214 


saw blade and carrying case. 


1/4” HEX DRIVE POWER BITS 


APEX 


Blade eticelEachy 
Mfg. Part No. Length Stock No. 1+ : 
2429-21XC ar 9473808 = eS Ei Ty 
PIM_206197 f 
Phillips Torx® Slotted 
3 PK. 14 AND 18 TP! COMPACT PORTABLE BAND : Seal SL 
SAW BLADES iw Socket Head Square Recess 
@ Matrix II high speed steel teeth deliver maximum durability Bit Price Each 
@ Alloy backing steel provides extended blade life Mfg. Part No. Size Length Stock No. 1+ 
@ Precision formed teeth create fast, clean cuts Philli 
@ For cutting common materials 5/32” - 3/16” thick and very hard IIPS 
materials 3/16” - 5/16” thick 4910X #0 49mm 97H3822 3.76 
Compact and sub-compact portable band saw blades are designed 4910-AX #0 70mm 97H3820 4.52 
to maximize performance of Milwaukee compact and Milwaukee M12 
cordless sub-compact band saws. 4910-BX #0 89mm 9713824 9.72 
4910-CX #0 152mm 642744 10.17 
Pri 491X #1 49mm 97H3819 3.34 
rice per 
Blade Pkg. 491-AX #1 70mm 97H3816 3.76 
Mfg. Part No. Length Stock No. 1+ 491-BX #1 89mm 97H3817 4.82 
48-39-0572 27” 05W4993 491-CX #1 152mm 97H3818 5.91 
48-39-0519 35.375" 90R5440 492X #2 49mm 97H3826 2.34 
PIM_206206 492-AX #2 70mm 97H3823 OF 
492-BX #2 89mm 97H3824 3.82 
e 492-CX #2 152mm 97H3825 7A 
M12 HACKZALL CORDLESS LITHIUM- . Slotted 8 
ION RECIPRICATING SAW iw > 
© Only 11” and 2.6 Ibs. 320-000X 1F-2R 49mm 97H3801 5.99 
@ M12™ RED LITHIUM™ battery 323-000X 1F-2R 76mm 13J0803 11.10 
° heared blade clamp 324-000X 1F-2R 102mm 642137 12.30 
@ All-metal gear case = 
@ Variable speed trigger 328-000X 1F-2R 152mm 13J0805 18.26 
© Battery Fuel Gauge 320-00X 2F-3R 49mm 97H3800 6.09 
© Accepts both HACKZALL™ and SAWZALL® 323-00X OF-3R 76mm 64J2127 9.21 
style blades = 
© Built-In LED light 324-00X aah 102mm 642136 12.30 
M12™ cordless LITHIUM-ION recipricating saw 328-00X 2F-3R 152mm 642181 18.26 
features compact and light weight design for superior 323-0X 3F-4R 76mm 642126 9.21 
control and versatility in tight spaces. A powerful motor i = 
delivers 0-3,000 strokes per minute and a 1/2” stroke length allows for fast cutting through a wide range of 324-0X = i 102mm en215 12530 
material such as drywall, wood, and PVC. Includes HACKZALL™ M12™ cordless LITHIUM-ION recip. saw, (2) 328-0X 3F-AR 152mm 64J2180 18.26 
M12™ RED LITHIUM™ batteries, 30-minute charger, (2) Hackzall™ blades and carrying case. 320-0X 3F-4R 49mm 97H3799 5.98 
Supply Price Each 320-1X 4F-5R 49mm 97H3802 a 
Voltage z 7 
Mig, Part No. VAC Stock No. es 3 = a F 5F-6R 49mm 97H3803 5.98 
2420-22 12V 90R3628 = ockel Hea 
Pia Gonice AM-01-A 0.05” 49mm 70M9785 16.28 
= AM-04 1/8” 49mm 97H3797 10.59 
AM-04-3 1/8" 76mm 63/8697 45.98 
PUNCHMASTER II™ IMPACT PUNCH DOWN TOOLS g ee a aera oo Poe 
"DEAL AM-02 1/16” 49mm 97H3793 10.45 
e AM-03-3 3/32" 76mm 6348695 45.86 
AM-03-6 3/32" 152mm 63J8696 55.66 
AM-03 3/32” 49mm 97H3795 7.95 
AM-02-A 5/64” 49mm 97H3794 10.74 
35-485 AM-03-A 7/64” 49mm 97H3796 10.59 
Mfg. part no. 35-485 seat and cut cable terminations. Impact-absorbing, neoprene-cushioned grip reduces AM-04-A 9/64” 49mm 97H3798 10.68 
operator stress for high-volume installers and provides increased nonslip comfort. Sure-Lock™ blade holder $ Ri 
provides fast and easy blade changes and prevents blade pull-out. Adjustable Hi/Low impact settings. quare hecess 
Mfg. part no. 35-493 punch down tool with 66 blade, 35-492 punch down tool with 110 blade. 954-2X 1/8” 49mm 64J3732 2.88 
Mfg. part no. 35-495 110 Turn-Lock™ blade, 35-497 66 Turn-Lock™ blade. 954-A-2X 118” 70mm 64J3721 3.67 
Price Each 954-1X 3/32" 49mm 64J3731 3.16 
Mfg. Part No. Stock No. 1-4+ 954-A-1X 3/32” 70mm 64/3720 4.25 
Punch Down Tool w/ 110 blade Torx® 
35-492 84F195 = 49-TX-15 T-15 49mm 97H3815 9.04 
Punch Down Tool w/ 66 blade 49-A-TX-15 T-15 70mm 97H3809 9.94 
35-493 SAbI96 = 49-TX-10 T-10 49mm 973814 9.04 
49-A-TX-10 T-10 70mm 97H3808 9.94 
49-B-TX-10 T-10 89mm 64/2668 12.88 
49-C-TX-10 T-10 152mm 642691 8.06 
> CONTINUED > > CONTINUED > 
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1/4” HEX DRIVE POWER BITS (CONT.) 


| Bit Price Each 

Mfg. Part No. Size Length Stock No. i+ 

Torx® 
49-A-TX-09 T-9 70mm 97H3807 oan 
49-TX-08 T-8 49mm 97H3812 14.40 
49-A-TX-08 T-8 70mm 97H3806 16.77 
49-B-TX-08 T-8 89mm 6432666 = 
49-C-TX-08 T-8 152mm 64J2688 21.88 
49-TX-07 T-7 49mm 97H3811 14.40 
49-A-TX-07 T7 70mm 97H3805 16.77 
49-TX-06 T-6 49mm 97H3810 14.40 
49-A-TX-06 T4 70mm 97H3804 16.77 
49-B-TX-05 T-5 89mm 64J2664 22.99 

PIM_78704 

METRIC DRILL BIT SETS 


D URATOOL 


ii 


TL10441 


TL10449 


TL-10516 


19-Piece Titanium Drill Bit Set 

Titanium nitride coated drill bit set with advanced split point for drilling wood and plastic. Sizes include: 1, 1.5, 2, 
2.5, 3, 3.5, 4, 4.5, 5, 5.5, 6, 6.5, 7, 7.5, 8, 8.5, 9, 9.5 and 10mm. 

20-Piece Drill Bit Set - HSS Micro 

Titanium coated. For power drill use. Sizes include: 0.3. 0.35. 0.4. 0.45. 0.5. 0.55. 0.6. 0.65. 0.7. 0.75. 0.8. 0.85. 
0.9. 0.95. 1.0. 1.2. 1.3. 1.4. 1.5 and 1.6mm. 

48-Piece Drill Bit Set 

13pcs HSS Titanium coated drill set: 1.5, 2, 2.5, 3, 3.2, 3.5, 4, 4.5, 4.8, 5, 5.5, 6, 6.5mm; 4pcs Masonry drill: 3, 5, 
6, 10mm; 5pcs Wood flat drill: 10, 13, 16, 19, 22mm; 4pcs Hole saws: 32, 38, 45, 54mm; 1pc Hole saw adaptor; 
8pcs 50mm CRV bits; 4pcs 38mm CRV bits; 7pcs Nut drivers: 5, 6, 7, 8, 9, 10, 114mm; 2pcs Screw finder; Blow 
molded carry/storage case. 


Price Each 
Mfg. Part No. Description Stock No. 1-24+ 
TL10449 19-Piece Titanium Drill Bit Set 99M1213 14.92 
TL10441 20-Piece HSS Micro Drill Bit Set 99M1207 7.35 
TL10516 48-Piece Drill Bit Set 99M1215 = 
PIM_116726 
STEP DRILL SET 


D URATOOL 


3-piece, drop forged, high speed steel kit conatins 1 x 4-12mm nine step bit, 1 x 4-20mm nine step bit, 1 x 
4-30mm fourteen step bit in a convenient carry case. 


Price Each 
Stock No. 1-9+ 
99M1214 64.35 


Mfg. Part No. 


TL10512 
PIM_116760 


KWIK STEPPER™ STEP BIT SET % GREENLEE. 


COMMUNICATIONS 


> CONTINUED > 
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TOOLS & ACCESSORIES 


DRILL BITS & ACCESSORIES 


KWIK STEPPER™ STEP BIT SET (CONT.) 


Two fluted design step bits for fast, cooler cutting of 10-gauge mild steel plus copper, brass, wood, plastics and 
laminates. Self-starting tips resist walking or skidding. Multi-hole bits make a broad range of holes with each bit. 


Three-bit set (34401, 34403 and 36413) for multiple holes from 1/8” through 1-1/8”. In case. 
Price Each 
Mfg. Part No. Stock No. 1+ 
35884 50F6960 _ 
PIM_5678 
DRILL TAP KIT/BITS 


% GREENLEE. 
COMMUNICATIONS: 


Mfg. part no. DTAPKIT 6-32 to 1/4-20 6 piece drill/tap set. Drill bit material thickness 10 gauge. Material type 
mild steel, copper, brass, aluminum. Shank 1/4” quick change hex, Drill material hardened high speed steel. Drill 
point split point with web thinning. 


Price Each 
Mfg. Part No. Description Stock No. a 
DTAPKIT Drill Tap Kit 96H8409 47.50 
PIM_85018 
Drill Taps/Bits 
Price Each 
Mfg. Part No. Description Stock No. (merienaad 
DTAP1/4-20 1/4-20NC Drill/Tap Bit 96H8414 9.70 
DTAP 10-24 10-24NC Drill/Tap Bit 25K2323 9.70 
DTAP 10-32 10-32NF Drill/Tap Bit 25K2324 9.70 
DTAP6-32 6-32NC Drill/Tap Bit 25K2326 9.70 
DTAP8-32 8-32NC Drill/Tap Bit 25K2327 9.70 
PIM_5511086, 


1/4” HEX DRIVE INSERT BITS 


APEX. 
Ss 
a ae es ie Square Recess Turned Body 


Phillips Torx® 


Socket Head 
Bit Price Each 
Mfg. Part No. Size Length Stock No. [i 
Phillips 
446-0X #0 25mm 97H3644 3.08 
440-1X #1 25mm 97H3636 1.42 
446-1X #1 25mm 97H3645 1.49 
440-2X #2 25mm 97H3637 1.42 
446-2X #2 25mm 97H3646 1.49 
Slotted Power Bits 
445-000X 1F-2R 25mm 97H3641 3.82 
445-00X 2F-3R 25mm 97H3640 3.82 
445-0X 3F-4R 25mm 97H3638 3.82 
445-10X 4F-5R 25mm 97H3642 5.51 
445-20X 5F-6R 25mm 97H3643 5.51 
Socket Head 
185-000X 0.05” 25mm 64J1742 8.86 
185-2X 1/8” 25mm 97H3626 5.01 
185-00X 1/16" 25mm 97H3623 6.05 
185-1X 3/32” 25mm 97H3624 5.07 
185-3X 5/32” 33mm 97H3627 5.30 
185-0X 5/64” 25mm 97H3622 5.26 
185-9X 7/64” 25mm 97H3628 6.59 
185-10X 9/64” 25mm 97H3625 5.04 
Square Recess Turned Body 
1950-2X 1/8” 49mm 64J1783 4.35 
1950-1X 3/32" 49mm 64J1782 4.58 
Torx® 
440-TX-20X T-20 25mm 97H3635 5.24 
440-TX-20-H T-20-H 25mm 64J2316 11.00 
440-TX-15X T-15 25mm 97H3634 5.17 
440-TX-15-H T-15-H 25mm 64J2313 11.00 
440-TX-10X T-10 25mm 97H3633 5.17 
> CONTINUED > 
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TOOLS & ACCESSORIES @ Indicates RoHS Compliant 


1/4” HEX DRIVE INSERT BITS (CONT.) 


Bit Price Each 
Mfg. Part No. Size Length Stock No. 1+ 
Torx® 
440-TX-10-H T-10-H 25mm 64J2311 11.00 
440-TX-09X T-9 25mm 97H3632 DIOS 
440-TX-08X T-8 25mm 97H3631 DIOS 
440-TX-08-H T-8-H 25mm 64J2309 11.58 Yo u r 
440-TX-07X T-7 25mm 97H3630 5.53 
440-TX-06X T-6 25mm 97H3629 5.53 D) EV 
440-TX-05X T-5 25mm 07J0589 5.53 A 


PIM_78709 oe D 
21 PC. THUNDERBOLT BLACK OXIDE DRILL BIT Mi quee : Let 


SET 


= 

© Thunderbolt® web, provides longer life and faster © @ 135° degree split point, precision start no walking 
driller times @ 3-Flat secure grip shank, reduces bit slipping 

@ Parabolic flute, clears chips faster in chuck 

Thunderbolt® black oxide jobber length drill bits are designed for extreme durability and long life. The 

Thunderbolt® web features a thicker core than a standard drill bit, which provides ultimate strength and protects 

against side-load breakage. 


Price Each 
Mfg. Part No. Stock No. 1+ 
48-89-2801 90R8239 44.00 
PIM_206205 
12-PC. SERIES 99® INTERCHANGEABLE STUBBY eg: Z Aer ee 
BLADE TOOL KIT FOR CORDLESS SCREWDRIVERS ce ite 
Weller’ 


99PA50 


Mfg. part no. 99PA50 Series 99@ interchangeable stubby blade screwdriver and nutdriver kit designed for use 
with cordless, rechargeable screwdrivers. Contains 12 most popular nutdriver and screwdriver sizes: (1) 3/16” 
stubby nutdriver, (1) 7/32” stubby nutdriver, (1) 1/4” stubby nutdriver, (1) 9/32” stubby nutdriver, (1) 5/16” stubby 


nutdriver, (1) 11/32” stubby nutdriver, (1) 3/8” stubby nutdriver, (1) 3/16” stubby slotted screwdriver, (1) 1/4” PROTOTYPE 
stubby slotted screwdriver, (1) #1 stubby Phillips screwdriver, (1) 2 stubby Phillips screwdriver, and (1) cordless Zz & TEST 
screwdriver power adapter. All packaged in a convenient vinyl carrying pouch. Order additional mfg. part no. 
99PA 1/4” hex chuck power bit adapters separately below. 
For Use Price Each 
Mfg. Part No. With Length Stock No. 1+ 
99PA Xcelite Series 99 Blades 44.25mm 50F1815 8.27 
PIM_5734 | 
Tool 
Price Each 
Mfg. Part No. Description Stock No. i+ 
99PA50 Interchangeable Stubby Blade Tool Kit - 12-Piece 50F1844 = 
PIM_5513210 


1268 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


4] Find Datasheets Online 


AEROSOL SPRAY ADHESIVES, CLEANER AND PENETRANT oN 


Aestrength 


20 @ 


Super 77 Aerosol Adhesive 90 Aerosol Adhesive 


Spray 75 


RoHS _ 
Compliant 
Available 


= 


5-Way 
Penetrant 


5-Way Penetrant 


Mfg. part no. 77 Super fast-drying transparent spray adhesive has high-tack, low-misting high coverage. For 
permanently attaching foils, carpeting, foams, paper, cardboard, etc., to painted or unpainted base materials. 
Mfg. part no. 90 high contact strength adhesive is an easy-to-use aerosol that dries in minutes and features 
a low-misting lace spray for accurate application. Great for bonding decorative laminate. Adheres polyethylene 
and polypropylene to wood, metal, and more. 

Mfg. part no. 90-Inverted is the same high-strength aerosol adhesive as Mfg. part no. 90 but sprays upside 
down making it ideal for whenever spraying downward is more convenient and effective. 

Mfg. part no. SPRAY 74 240Z is a Foam Fast spray industrial grady spray adhesive for bonding foam and fabric. 
With soft bond lines, aggresive tack, and foam tearing strength. 

Mfg. part no. SPRAY 75 is an adhesive that provies tape-like bonds on many lightweight materials. It adheres 
in seconds, yet has an extra-long tack range that allows you to lift & reposition materials. 
Mfg. part no. 80 INDUSTRIAL SPRAY ADHESIVE is a rubber & vinyl spray adhesive. Bonds all types of rubber 
except EPDM, bonds most supported vinyl & leather. Durable, fast drying & bonding, with a high temperature 
resistance of 200°F. 
Mfg. part no. CITRUS-BASED-CLEANER-240Z helps soften and loosen grease, oil and grime. Itis a citrus oil 
based cleaner that emulsifies when flushed with water and it contains no petroleum distillates. 


PRODUCTION SUPPLIES 


ADHESIVE PRODUCTS 


SCOTCH-WELD™ TWO-PART EPOXY ADHESIVES 8g 3M 


Available 


DP-100 
EPX Applicator 


Features: 
© Convenient Duo-Pak™ cartridges 


handling strength, black 
® DP-420 - High performance, durable, high shear/ 
Adhesive Features: peel strength, 20mins work life, 2-3hrs handling 
@ DP-100 CLEAR 1.7 FL OZ - Fast cure, high flow, strength, black 
3-5mins work life, 15-20mins handling strength, @ DP-460 OFF-WHITE - Electronic-grade, high 
clear durability, lower ionic/outgassing impurities, 60mins 
@ DP-100 FR OFF-WHITE - Two-part flame retard- work life, 4-6hrs handling strength, whi 
ant, off white, 4-8mins work li DP460EG - Electronic-grade, high durability, lower 
@ DP-100+ CLEAR 1.7 FL OZ - Fast setting, slightly ionic/outgassing impurities, 60mins work life, 
flexible, high shear/peel strength, 3-4mins work life, 4-6hrs handling strength, white 
20mins handling strength, clear @ DP4XLEG - Electronic-grade, high shear/peel 
@ DP-125 GRAY 1.7 FL OZ - Flexible, high shear/ strength, high durability, lower ionic/outgassing 
peel strength, 25mins work life, 2.5hrs handling impurities, extra long 5-6hrs work life, 12-18hrs 
strength, grey handling strength, white 
@ DP-125 TRANSLUCENT - Flexible, high shear/ © DP920 - Bonds oily metal, durable, low odor, high 
peel strength, 25mins work life, 2.5hrs handling shear/peel strength, 20-30mins work life, 4hrs 
strength, clear handling strength, off-white 
© DP190 - Flexible, high shear/peel strength, 90mins + DP-270 CLEAR/BLACK/WHITE - Good thermal 
work life, 12hrs handling strength, clear shock resistance, excellent electrical properties, 
@ DP405LH OFF-WHITE - Low halogen content, 60-70mins working life, 4-6hrs handling strength, 
durable, high shear/peel strength, low odor, 5mins clear/black/white 
work life, 8-10mins handling strength, off-white @ DP-810 BLACK 1.7 FL OZ - Bonds oily metal, 
@ DP405LH BLACK - Durable, high shear/peel tough, durable, high shear/peel strength, 10mins 
strength, low odor, Smins work life, 8-10mins work life, 10mins handling strength, black 


Epoxy Adhesives - Scotch-Weld™ two-part epoxy adhesives provide reliable bonds and seals for a broad 
spectrum of applications. These fast-setting, room-temperature curing, two-part epoxy adhesives bond to a 
variety of materials: metals, ceramics, wood and plastics. 

Mfg. part nos. DP-460EG and DP4XLEG electronic-grade (EG) two-part epoxy adhesives that are an 
excellent alternative to mechanical fasteners and lower-grade adhesives. These EG epoxies produce far lower 


oO 
e 
o 


Mfg. part no. 5-WAY PENETRANT is a multi-purpose product that is effective for displacing moisture and dries contamination levels of ionic and outgassing impurities than typical epoxy adhesives making them ideal for the 
out electrical apparatus. Inhibits rust - spreads a thin, even film that actually penetrates the pores of the surface fabrication and assembly of critical components. 
to inhibit rust and corrosion. Precision dispensing is made easy with mfg. part no. EPX Applicator metal hand-held Scotch-Weld™ EPX™ 
Dispensini Price Each adhesive applicator; ordered separately below. 
Mfg. Part No. iat od 9 Color Volume |StockNo.| 1-9 Epoxy Potting Compound/Adhesives - DP-270 series Scotch-Wel id™ epoxy potting compound adhesive is 
ideal for potting and encapsulation of heat sensitive and delicate components. 
@90 Aerosol | Transparent | 24fl.oz(US) | 98M0084 29.51 Price Each 
t Aerosol | Ti i | 24fl.oz(US) | 73R ; Dispensing Uticel Sack 
SEED erosol_| Transparent | 24f.oz(US) (Iisa Means Mfg. Part No. Method | Color | Volume | StockNo.| 4-4 
@ SPRAY 75 Aerosol | Transparent} 500m 95B3015 ay : 
Aerosol Yellow | 24fl.oz(US) | 95C2823 1.42 ees Bad 
SP SOINDUS TIAL SERAY ADHESIVE - aul @ DP-420 Cartridge Black 1.25fl.oz(US) | 98M0044 =_ 
PIMC (ESY DP405LH BLACK Cartridge | Black 37m | 73R4351 | 
@ DP-125 GRAY 1.7 FLOZ Cartridge Grey 1.7fl.oz(US) | 95C2300 = 
Cleaning @ DP-100 CLEAR 1.7 FLOZ Cartridge | Transparent | 1.7f.0z(US) | 0021164 aS 
Dispensing Price Each @ DP-100+ CLEAR 1.7 FL OZ Cartridge | Transparent | 1.7fl.oz(US) | 9502299 = 
Mfg. Part No. Volume Method Stock No. 1-4+ DP190 Cartridge | Transparent | 1.7fl.oz(US) | 39K5995 a 
@ CITRUS-BASED-CLEANER-240Z 24fl.oz(US) Aerosol 93K5577 46.13 @ DP-125 TRANSLUCENT Cartridge | Transparent | 50m 39K4559 = 
PIM_5511261 DP460EG Cartridge White 1.24fl.oz(US) | 73R4353 ES 
@ DP-460 OFF-WHITE Cartridge White 1.25fl.oz(US) | 8903393 = 
SCOTCH-WELD™ ADHESIVE EPX APPLICATOR DP4XLEG Cartridge White 1.7fl.oz(US) | 73R4350 = 
DP-100 FR OFF-WHITE Cartridge White 50ml 02M2018 = 
Epoxy Potting Compound Adhesives 
; i Geesimpiat @ DP-270 BLACK 1.7 FLOZ Cartridge Black 1.7fl.oz(US) | 0021164 = 
| . aval @ DP-270 CLEAR 1.7 FLOZ Cartridge | Transparent | 1.7f.oz(US) | 0021163 as 
: @ DP-605NS OFF-WHITE 1.7 FLOZ | Cartridge White 1.7fl.oz(US) | 0021165 — 
Low Odor Acrylic Adhesive 
@ DP-810 BLACK 1.7 FLOZ Cartridge Black 1.7fl.oz(US) | 95C2304 se 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-4+ 
L Applicat 1:1 50mL and 2:1 37mL Cartrid F694. —_ 
Scotch-Weld™ Mfg. part no. EPX applicator simultaneously meters, mixes and applies 2-component adhesives SERA ARRLICATOR _ dito ee ernoes Sake 
and potting compounds. Duo-Pak™ cartridges, order separately; go online or call, snap into Mfg. part no. EPX PIM_7527 
applicator. Squeezing trigger advances plunger, which forces the two components through patented nozzle that 
completely mixes them without introducing air. Sturdy metal construction. 90-day warranty. 
ericelEachy Custom Panel Meters _ Call 800 859 1257 
Mfg. Part No. Stock No. 1-4+ 
PEED APPEICAIOR HALLS = Choose your own colors, text, and company logo 


PIM_7526 


1.800.463.9275 © newark.com 


Custom scale, range and pointer types 
Analog/Digital Meters, Sensors, Controllers and more 


Email panelmeters@newark.com 


PIM_5624808 
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PRODUCTION SUPPLIES 


ADHESIVE PRODUCTS 


SCOTCH-WELD™ INSTANT ADHESIVES AND ACTIVATOR 


RoHS _ 
Compliant 
Available 


fot et 
= 
PR100 102 AC452-2 HT700 1LB 


Scotch.Weld 


PR54-20 


resistance 
@ Provides tough, flexible bond ideally suited for 
substrates and dissimilar materials 
© RT300B is a medium viscosity cyanoacrylate 
Rite-Lok™ Cyanoacrylate Fast-Curing Activator 
Features: 
@ AC452-2 is an acetone based activator that will 
attack some plastics 


Super Fast Cyanoacrylate Adhesives Features: 

@ Rely less on surface moisture for cure speed than 
standard cyanoacrylates 

@ Designed to join together difficult-to-bond plastics 
and rubbers, acidic and/or contaminated surfaces 

© Use for a super fast cure in high speed production 
applications 

© SF 100 a low-medium viscosity cyanoacrylate 

Engineered-Grade Plastic and Rubber Cyanoacr- _—@ Fast curing that may be useful for the fast cure of 

ylate Adhesives Features: thick bond lines and in bonding situations 

@ Exceptional performance on difficult-to-bond plastic + Cyanoacrylate ace-tone based accelerator that 
and rubber substrates flashes off rapidly 

@ May be bonded to like substrates or in combination @ Excellent adhesion, for bonding and gap filling 
with metal or composite substrates Rapid Flash Cyanoacrylate Accelerator Activator 

@ PR100 is a general purpose, low viscosity bonder Features: 

@ PR600 is a medium viscosity cyanoacrylate with @ Provides superior performance for demanding 
some gap-filling capability applications where high temperatures, thermal 

@ PR54 is a fast curing, very high viscosity, gap-filling cycling, or shock resistance is required 
gel used on poorly mating components, porous @ High temperature resistant toughened cyanoacr- 
substrates and vertical surfaces ylate with some gap filling 

Rubber Toughened Cyanoacrylate Adhesives @ Withstands intermittent exposure up to 250°F 

Features: (121°C) 

@ Formulated with a unique elastomer that maxi- @ HT700 is a medium viscosity cyanoacrylate 
mizes impact, vibration, peel, and thermal cycling 


@ Indicates RoHS Compliant | Find Datasheets Online 


CYANOACRYLATE INSTANT ADHESIVES 


LOCTITE, 
Seo ipie 


401™ Prism® surface-insensitive instant adhesive is designed for hard-to-bond surfaces that require uniform 
stress distribution and strong tension and/or shear strength. Provides rapid bonding of a wide range of materials, 
including metals, plastics and elastomers. Suited for bonding porous or absorbent materials such as wood, 
paper, leather and fabric. Low viscosity. Easy-to-use, requires no mixing. Transparent, dries clear. 

454™ Prism® surface-insensitive instant gel adhesive designed for the assembly of hard-to-bond materials that 
require uniform stress distribution and strong tension and/or shear strength. Provides rapid bonding of a wide 
range of materials, including metals, plastics and elastomers. Suited for bonding porous or absorbent materials 
such as wood, paper, leather and fabric. The gel consistency prevents adhesive flow even on vertical surfaces. 
High viscosity. Easy-to-use, requires no mixing. Transparent, dries clear. 

460™ Prism® low-odor, low-bloom alkoxy instant adhesive suitable for applications in areas with low ventilation. 
The low-bloom feature makes it ideal for use where the finished part must be cosmetically perfect. Bonds metals, 
plastics and elastomers. Medium viscosity. Easy-to-use, requires no mixing. Transparent, dries clear. 

409™ Super Bonder® general-purpose, ethyl cyanoacrylate instant gel adhesive bonds rubbers, plastics and 
metals. Fills gaps to 0.010”. Thick gel consistency prevents adhesive flow even on vertical surfaces. Easy-to- 
use, requires no mixing. Transparent, dries clear. 
416™ Super Bonder® general-purpose, ethyl cyanoacrylate instant adhesive for bonding and gap-filling 
plastics, metals and rubbers. Fills gaps to 0.008". Low-viscosity. Easy-to-use, requires no mixing. Transparent, 
dries clear. 
430™ Super Bonder® industrial-grade, general-purpose, methyl cyanoacrylate instant adhesive for bonding 
close-fitting metal parts. Also instantly bonds plastics and rubbers. Fills gaps to 0.005”. Low-viscosity. Easy-to- 
use, requires no mixing. Transparent, dries clear. 

411™ is a general-purpose gap filling adhesive suitable for bonding rubber, plastic and metals. This adhesive 
exhibits excellent peel strength and added heat resistant. 

495™ Super Bonder® general-purpose, ethyl cyanoacrylate instant adhesive for bonding plastics, metals and 
tubbers. Fills gaps to 0.004”. High-viscosity. Easy-to-use, requires no mixing. Transparent, dries clear. 

4011™ Cyanoacrylate is designed for the assembly of difficult-to-bond materials which require uniform stress 
distribution and strong tension and/or shear strength. Suitable for bonding porous or absorbent materials such 
as wood, paper, leather and fabric. 
499™ Super Bonder® thermal-cycling, ethyl cyanoacrylate instant gel adhesive bonds rubbers, plastics and 
metals. Fills gaps to 0.010”. Ideal for heat-resistant applications and general-purpose use. Offers superior 
resistance to humidity. Easy-to-use, requires no mixing. Transparent, dries clear. 

404™ Quickset™ general-purpose instant adhesive for bonding of plastics and elastomeric materials where 
very fast fixturing is required. Ideal for rubber O-rings. Low viscosity. Easy-to-use, requires no mixing. 
Transparent, dries clear. 
444™ is a single part, fast curing medium viscosity cyanoacrylate adhesive formulated for electronics 
applications 


Scotch-Weld™ cyanoacrylate instant adhesives offer more than a range of seconds-fast bonding for substrates 243™ general purpose threadlocker of medium bond strength. Secures and seal bolts, nuts and studs to prevent 
ranging from metal to plastic, wood to rubber. These liquid and gel formulations give you a wide selection of other loosening due to vibration. 
properties to help improve production and end use. Price Each 
7 7 S Dispensing 
Dispensing |Price Each = Mfg. PartNo. | Method Color | Weight | Volume | StockNo. | 1-4 
Mfg. Part No. Method Color Weight Volume Stock No. 1-9+ 243™ 
Engineered Grade Plastic and Rubber Cyanoacrylate Adhesives 1309407 Bottle Blue = 50m B0R9543 aa 
@ PR100 1LB Bottle Transparent ‘Ib si 73R4357 eae a1 
@ PR100 10Z Bottle Transparent 20g tfl.oz(US) 73R4358 17.21 © 40104 Tube ransparen 3g 00Z790 = 
@ PR600-50G Bottle Transparent 50g 2fl.oz(US) 08N1748 28.70 404™ 
erhore) ube Mengparents |) “409 ” DENT ss © 46551 [__ Bottle ransparent | 0.33fl.oz(US) | 90B5607 | 58.38 
Rapid Flash Cyanoacrylate Accelerator Activator 4097 
@ HT700 1LB Bottle Transparent 1Ib 73R4355 eats © 40904 Tube ransparen 39 - 0021037 12.04 
Super Fast Cyanoacrylate Adhesives anim 
pl ue Bolle Transparent 209 USMS) 23.93 @ 41104 Tube ransparen 3g 91B3588 8.75 
PIM_7524 416™ 
@ 41650 | Bottle ransparen | 1fl.oz(US) 94B2341 55.39 
SCOTCH-GRIP ADHESIVES 430™ 
Scotch-Grip™ Adhesives @ 43050 | Bottle ransparen | 1fl.oz(US) 90B9011 41.07 
wt F sy GBir iy 444™ 
ig. part no. is a neoprene ‘ompliani 
high-performance contact adhesive Available @ 20419 Bottle ransparen 20g 81H3332 = 
with rapid strength build-up for metal. 454™ 
fay a ae hasbeleeny pie @ 21925 Syringe ransparen 10g 0021279 58.01 
MMMA<121 specifications © 45404 Tube ransparent | 3g 9288319 | 14.51 
Mfg. part no. 4475 is a general- @ 45440 Tube ransparen 20g 93B7002 = 
purpose plastic adhesive that dries rapidly. Excellent resistance to plasticizers, water, detergent and soap 460™ 
solutions. 
Mfg. part no. 4799 brushable, heat-resistant adhesive that develops strength rapidly and provides good creep @ 46040 Bottle fansparen 20g 9189746 59.85 
resistance and low soak-in on porous surfaces. 495™ 
Dispensing Price Each @ 49550 Bottle ransparen ak 1fl.oz(US) 00Z807 55.06 
Mfg. Part No. Method Color Volume Stock No. 1-4+ @ 49504 Tube ransparen 3g ea 00Z806 10.70 
@ 13575 OZ Tube Green / Grey 5fl.oz(US) 95C2703 29.59 499™ 
@ 4475 Tube Transparent 5fl.oz(US) 95C2766 29.22 @ 49945 Tube ransparen 20g 1101564 55.55 
PIM_73336 PIM_68850 


Your 
Z EDUCATION vg RESEARCH 


DEVELOPMENT & MAKERS & DESIGN 
DISTRIBUTOR : 


Supporting your journey at 
every stage 7 &TE 


PROTOTYPE PRODUCTION 


7 & MAINTENANCE 


PIM_5793904 


1270 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


TAK PAK® INSTANT ADHESIVES, 


RoHS _ 
ACCELERATORS AND KIT Se rot LOCT 7 T E. 


Mfg. part no. 12292 444™ Tak Pak® instant adhesive is designed for printed 
circuit board assembly and repair. Cures instantly with 7452™ and 712™ Tak 
Pak® accelerators, ordered separately below. 

Mfg. part no. 20419 444™ Tak Pak® instant adhesive and accelerator kit 
includes 444™ Tak Pak® instant adhesive (one 20g bottle) and 7452™ Tak 
Pak® acetone-based accelerator (one 0.7 oz. aerosol can). 

382™ (38240) ultra-performance Tak Pak® cyanoacrylate instant adhesive 
formulated for wire tacking and electronic component mounting applications. 
Bonds rubbers, plastics and metals. Fast-curing, high-viscosity. Easy-to-use, 
requires no mixing. Transparent, dries clear. Designed for use with 7452™ and 
712™ Tak Pak® accelerators, ordered separately below, to attain instant cures 
for tacking electronics components. 
7452™ (18490) Tak Pak® acetone-based and 712™ isopropanol-based 
accelerators are used where increased cure speed of cyanoacrylate adhesives 
is required. They can be either pre- or post-applied to the bond. Especially suited for post-application on 
cyanoacrylate adhesive to provide rapid fixturing. Typical applications include securing wires or coils to PCBs, 
lamperproofing adjustable components, mounting stand-offs, edge guides and board stiffeners. Color: clear/ 


————— 


ATEM No. 20819, 


20419 444 Tak Pak® Kit 


amber. NOTE: Because acetone may adversely affect some thermal plastic substrates, 712™ (20352) Tak Pak® 
isopropanol-based accelerator is recommended for these materials. 
Dispensing Price Each 
Mfg. Part No. Method Color Weight Volume Stock No. 1-4+ 

@ 18490 Bottle Amber 1.75fl.oz(US) | 90B8317 = 

@ 20352 Bottle Transparent ss 1.75fl.oz(US) 0021829 — 

@ 38240 Bottle Transparent 20g o 00Z789 63.14 

@ 12292 Bottle Transparent 20g as 90B6324 46.36 

444™ 

@ 20419 Bottle Transparent 20g 81H3332 — 
PIM_7518 


LIQUID THREADLOCKERS 


Threadlocker single-component, anaerobic adhesives 
cure only when confined between metal parts. 
Solvent-resistant, low-toxicity, nonflammable. Ideal for 
threadlocking, thread sealing, gasketing, retaining and 
bonding. Lock nuts, bolts, and studs to prevent vibration 
and wear. Seal out moisture that causes corrosion. 
Available in varying viscosities and strengths for many 
applications. 
222MS™ THREADLOCKER - LOW STRENGTH 
(22221 & 22231) - Threadlocker is ideal for fastener (eysrsea 
diameters of 1/4” (6mm) and smaller. Controlled lubricity 220 
for accurate clamp loads. Parts can be separated using 
hand tools. Applications include adjustable screws, 
calibration screws, meters and gauges. Meets MIL- 
S-46163A specifications for existing designs; agency 
approval rated ASTM D-5363, NSF P1, CFIA. 

242® THREADLOCKER — MEDIUM STRENGTH 
(24205, 24221 & 24231) - General-purpose, removable 
hreadlocker for fasteners between 1/4” and 3/4” (6mm 
io 20mm) diameters. Controlled lubricity for accurate clamp loads. Parts can be separated using hand tools. 
Applications include machine tools and presses, pumps and compressors, and mounting bolts. Meets MIL- 
S-46163A specifications for existing designs; agency approval rated ASTM D-5363, NSF/ANSI 61, NSF P14, 
ABS, CFIA. 

262™ THREADLOCKER — MEDIUM-TO-HIGH STRENGTH (26221 & 26231) - Permanent threadlocker for 
fasteners up to 3/4” (20mm) diameter. High-lubrication for easy assembly. Excellent for preventing rust and 
corrosion in extreme chemical/environmental conditions. Meets MIL-S-46163A specifications for existing 
designs; agency approval rated ASTM D-5363, NSF P1, ABS, CFIA. 

271™ THREADLOCKER — HIGH STRENGTH (27121 & 27131) - Permanent, low-viscosity threadlocker for 
fasteners up to 1” (25mm) in diameter. Ideal for heavy equipment, suspension bolts, bearing cap bolts/studs, 
and motor and pump mounts. Meets MIL-S-46163A specifications for existing designs; agency approval rated 
ASTM D-5363, UL classified for U.S., CFIA. 

272™ THREADLOCKER - HIGH STRENGTH/HIGH TEMPERATURE (27240) - Threadlocker withstands 
lemperatures to 450°F. Provides a fast cure on most surfaces, including “as received” fasteners. Recommended 
or bolts up to 1 1/2” (36mm) in diameter. Removable with heat and hand tools. Ideal for heavy equipment, 
suspension bolts, bearing cap bolt/studs, and motor and pump mounts. Agency approval rated CFIA. 

290™ THREADLOCKER - WICKING GRADE (29021 & 29031) - Medium-strength, wicking-grade threadlocker 


Etro LOCTITE. 


~ 290 
40ers 
2 


* £06TITE 


PRODUCTION SUPPLIES 


ADHESIVE PRODUCTS 


LIQUID THREADLOCKERS (CONT.) 


Dispensing Price Each 
Mfg. Part No. Method Color Volume Stock No. 1-4+ 
290™ 
@ 29021 Bottle Green 10ml 002787 37.24 
@ 29031 Bottle Green 50ml 002788 79.65 
PIM_68851 


ELECTRICALLY-CONDUCTIVE ADHESIVES 


Electrically-conductive adhesives 
provide a robust mechanical bond 
and a_ low-impedance _ electrical 
interconnection for board level 
assembly. Room-temperature-curing 
makes it suited for bonding heat- 
sensitive components where solder 
temperatures are impractical. Delivers 
a lead-free alternative to solder and 
allows nonsolderable substrates like 
plastic or glass to be used. 

Mfg. part no. 3888™ epoxy adhesive is designed for bonding metals, ceramics, rubbers and plastics used in 
electronic parts, where good adhesion combined with electrical and thermal conductivity is required. Two parts: 
silver paste resin and clear hardener. 


LOCTITE, 
Se tepie 


Dispensing Price Each 
Mfg. Part No. Method Color Stock No. the 
@ 3888 Packet Silver 31M3709 144.69 
PIM_90378 


CIRCUITWORKS® CONDUCTIVE EPOXY $2>%*.... © Chemtronics 


Conductive Silver Epoxy provides excellent electrical Available 


conductivity. Ideal for precision repairs and high- 
strength conductive bonding. Restores defective J 
traces and creates jumpers to board. Quick solderless DE 
electronic connections. Multilingual instructions and 

regulatory information included. One 7g tube of 
adhesive and one 7g tube of hardener conveniently 
packaged in a blister pack. 


Dispensing Price Each 
Mfg. Part No. Method Color Weight Stock No. i+ 
@ cW2400 Syringe Silver 14g 0021602 121.88 
PIM_47973 


KONFORM® CONFORMAL COATINGS |S Chemtronics’ 


RoHS _ 

Compliant 

Available 
Wi 


Mfg. part no. CTAR acrylic resin is engineered for effective insulation against high-voltage arcing and shorts. 
Acrylic coating stable from -75°F/-59°C to +270°F/137°C. High dielectric strength of 8300V/mil. Provides 
excellent acid-resistance. Meets military standards: MIL-I-46058C, Type AR. 


or pre-assembled bolts and instrumentation screws up to 1/2” (12mm) diameter on electrical connectors and 
carburetors. Penetrates threads by capillary action. Secures set screws and other assemblies after setting is Mfg. part no. CTSR silicone coating engineered for maximum flexibility and protection from extreme 
complete. Seals welds and porous metal parts. Protects threads from rust and corrosion. Localized heating temperatures and vibration damage. Silicone coating stable from -85°F/-64°C to +390°F/200°C. High dielectric 
and hand tools are needs for disassembly. Meets MIL-S-46163A specifications for existing designs; agency strength of 1100 volts/mil. Meets military standards: MIL-I-46058C, Type SR qualifications. All types UL 
tated ASTM D-5363, NSF/ANSI 61, NSF P1, CFIA. recognized. 
Dispensing Price Each Dispensing Coating Price Each 
Mfg. Part No. Method Color Volume Stock No. 1-4+ Mfg. Part No. Method Volume Color Stock No. 1+ 
222MS™ Resin Coating 
@ 22221 Bottle Purple 10m! 002781 37.24 @ CTAR-12 Aerosol 11.5fl.0z(US) Transparent 0021203 42.20 
@ 22231 Bottle Purple 50m 002782 102.53 @ CTAR-1 Can 1gallon(US) Transparent 95B9179 244.89 
242™ Silicone Coating 
@ 24205 Bottle Blue 0.5m 98B9938 5.21 @ CTSR-12 Aerosol 10fl.oz(US) Transparent 00Z1201 62.94 
@ 24221 Bottle Blue 10m! 002783 39.06 @ CTSR-HV1 Can 1gallon(US) Green 93B3184 1756.79 
@ 24231 Bottle Blue 50m| 002784 108.63 @ CTSR-1 Can igallon(US) Transparent 94B4217 590.98 
262™ PIM_64977 
@ 26221 Bottle Red 10m| 002944 20.99 
@ 26231 Bottle Red 50m 0021034 58.39 
271™ 
@ 27121 Bottle Red 10m! 002785 39.06 
@ 27131 Bottle Red 50m 002786 84.39 
272™ 
@ 27240 Bottle Orange 50m 00Z945 79.65 
> CONTINUED > 


1.800.463.9275 © newark.com 
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PRODUCTION SUPPLIES 


ADHESIVE PRODUCTS 


CONFORMAL COATINGS 


RoHS iim. 
Se erin sp TcHspray 


—_ 
2102-128 2103-128 2104-128 
Silicone Acrylic Urethane 


2108-128 2108-G 
@ IPC-CC-830B and MIL-I-46058C tested 


@ UL94 V-0 rated 


@ High dielectric strength 
© Crystal clear, glossy finish 


@ Indicates RoHS Compliant | Find Datasheets Online 


STATIC-DISSIPATIVE PRODUCTS 


Mfg. part nos. ES1668 Static Free™ Plast-N-Glas® 
and ES1664T Mat and Benchtop Reconditioner 
are engineered to protect electronic equipment 
and work spaces from static buildup while cleaning 
and reconditioning. They prevent and eliminate 
electrostatic point sources on nonporous surfaces. 
Mfg. part no. C805 Static Free™ Hand Guard™ 
Hand Lotion minimizes static buildup and will not 
inhibit solderability of circuits and components. 
Nonflammable and ozone-safe. 


©Chemtronics’ 


ES1668 
Dispensing Price Each 
Mfg. Part No. Volume Method Stock No. 1+ 
@ ES1668 14fl.oz(US) Aerosol 0021296 18.23 
@ ES1664T 16fl.oz(US) Spray Bottle 0021297 15.89 
PIM_36775 
Protective Creams & Lotions 
Dispensing Price Each 
Mfg. Part No. Method Volume Stock No. 1-9+ 
@ C805 Pump Bottle 8fl.oz(US) 50F9497 12.90 
PIM_5511264 


@ UV indicator 0 black light ac inspection - NOVEC™ AEROSOL CLEANERS 

Conformal coatings are designed to spray directly on printed circuit boards and protect them from the Features: 

environments. Each Fine-L-Kote product is intended for different conditions and contain Opti-Scan for black light 7 Non-flammable 

QC inspection. IPC-CC-830B and MIL-I-45058C qualified. ek Bes 

ow toxicity 
Dispensing Coating Price Each © Non-ozone depleting 
Mfg. Part No. Method Volume Color Stock No. 1+ © Non-corrosive , 
AR Acrylic @ Fast drying, virtually no residue 
ry © Contains no HCFCs, HFCs, nPB or HAPs 
@ 2103-128 Aerosol 12fl.oz(US) Transparen 68K7372 32.98 Based on proprietary 3M solvent technology, Novec™ aerosol cleaners are 
SR Silicone designed to remove tough soils — while reducing the impact on people and the 
7 environment. They offer a responsible alternative to HCFC 141b-based cleaners. 

@ 2102-128 ! Aerosol 12floz(US) Trangpaten LONGO 43.69 Novec™ Contact Cleaner effectively removes light oils, greases, silicones, dust 

Turbo-Coat Acrylic and particulates from sensitive electronic and electrical equipment. It is compatible 

@ 2108-12S Aerosol 12fl.oz(US) Transparen 94M4715 30.50 with plastics and can be used on energized equipment or components. 

@ 2108-P Bottle ‘pint(US) ransparen 96M0443 33.72 ee 

@ 2108-G Can 1gallon(US) ransparen 96M0442 173.02 Dispensing Price Each 
Turbo-Coat HV Acrylic Mfg. Part No. Volume Method Stock No. 1-4+ 

@ 2109-P Bottle 1pint(US) Transparen 2776072 43.83 Contact Cleaner 

@ 2109-G Can 4.546! ransparen’ 2776071 224.92 NOVEC(TM) CONTACT 11fl.oz(US) Aerosol 78K7084 36.71 

@ 2109-5G Drum 22.73 ransparen| 2776073 890.51 PIM_87098 

Turbo-Coat Thinner 

@ 2110-P Bottle 1pint(US) Transparen 2776075 12.65 FLUX-OFF LEAD-FREE FLUX REMOVER €Ch mtr ni e 
@2110-G Can Tgallon(US) ransparen 2776074 = emtronics 
@ 2110-5G Drum 5gallon(US) Transparen 2776076 = e Geptinaian 
UR Urethane pi) Available 
@ 2104-12S Aerosol 12fl.oz(US) Transparen 10J6920 37.38 __> 
PIM_116818 ‘uw & 

LICRON PERMANENT STATIC 


DISSIPATIVE COATING 

@ Provides Excellent Adhesion to Metal, Plastics, Paints 
and Most Other Surfaces 

© Operates From 0 - 100% Humidity and is Translucent 

© Cured Coating is Durable, Will Not Chip and Maintains 107 - 109 Conductivity 

© Coats 200f2 

Using Licron™ permanent static dissipative coating eliminates the need for 

replacing non-ESD safe objects. Can be used to treat non-EDS safe bins, totes, 

tools, etc. Can help work areas meet ANSI/ESD-S20.20 standards. 


RoHS __ 
Sept ego TcHsPRay 


‘WaNeNT ESD C 


ES1697 ES197 


ES897B 
@ Engineered for removing high temperature, lead © Ozone safe 
free flux @ Evaporates quickly without leaving residue 
@ Can also be used to remove Tin/Lead fluxes @ RoHS Compliant 
@ Flammable 
Dispensing Price Each 
Mfg. Part No. Volume Weight Method Stock No. 1-4+ 
@ ES897B 6fl.oz(US) 60z Brush Applicator 29K6240 18.94 
@ ES1697 12fl.oz(US) 120z Aerosol 29K6238 25.06 
@ ES197 1gallon(US) a Drum 29K6239 104.15 


Dispensing Coating Price Each 
Mfg. Part No. Method Volume Color Stock No. the 
@ 1756-8S Aerosol 8fl.oz(US) Blue 59M9294 52.07 
PIM_101624 


element14 COMMUNITY 


element14.com 


GET INSPIRED 


COLLABORATE DESIGN RESEARCH ASK EXPERTS 


PIM_5591167 


PIM_84876 


Embedded Design Tools 


PIM_5624814 


1272 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


CIRCUITWORKS® LEAD-FREE FLUX REMOVING 


©Chemtronics 


PEN 
dE compli it 
over PEN omplian' 
se Fux REM Pr Available 
ea wore bee" 
© Completely removes lead free flux residues in application 
seconds ® Dries fast 


© Can also be used to remove Tin/Lead fluxes 
@ Marker dispenser provides controlled and exact 


@ RoHS Compliant 


Dispensing Price Each 
Mfg. Part No. Weight Method Stock No. 1-9+ 
@ cwe9400 0.320z Pen Applicator 29K6230 16.93 
PIM_84878 


FLUX-OFF® PRECISION FLUX REMOVERS 


©Chemtronics 


RoHS _ 
Compliant 
Available 


Flux-Off® flux removers are formulated to remove all types of rosin (type R, RA, and RMA), no-clean (both rosin 
and synthetic, type SA), and water-soluble (type OA) flux. Removers available in aerosol, BrushClean™ System 
and liquid form for benchtop dispenser, vapor degreaser, ultrasonic, and dip tank applications. All aerosol/ 
BrushClean™ products feature the “All-Way’” spray valve. 

Flux-Off® CZ is an ozone-safe, nonflammable flux remover safe for use on plastics. Washes away types R 
RMA, RA, SA, and OA fluxes. 

Flux-Off® VZ is an economical non-ozone depleting, non-flammable flux remover. 
Flux-Off® Rosin is an ozone-safe flux remover that’s safe for use on plastics. Washes away rosin and rosin- 
based no-clean fluxes. 
Flux-Off® No Clean Plus is a new & improved powerful cleaner that removes encrusted no-clean & synthetic 
fluxes from hard-to-reach areas. Ozone safe, dries fast and leaves no residue. For use in dip or soak tanks. 
Flammable. Test on plastics. Recommended for post-solder operations, PC boards, SMD pads, chip carriers, 
screen and stencils, heat sinks, sensitive circuit components and more. 
Flux-Off® Water Soluble is an ozone-safe flux remover for cleaning water soluble flux from boards with water 
sensitive components. Safe to use on plastics. (NOTE - formally Flux-Off Il® & Flux-Off@ NR 2000) 
Flux-Off® Heavy-Duty flux remover removes encrusted rosin & synthetic based (type SA), non-flammable, 
no-clean and rosin fluxes. Can also be used to remove uncured epoxy from misprinted boards. Test on plastics. 
Flux-Off® Aqueous cleans water-soluble & no-clean fluxes, and type R, RMA & RA fluxes. Ideal for use in 
ultrasonics & in-line cleaners 


Dispensing Price Each 

Mfg. Part No. Volume Weight Method Stock No. 1-4+ 
Flux-Off Aqueous 
@ ES132 igallon(US) | 2 Can 50B9379 50.01 
Flux-Off CZ 
@ ES7208B 5fl.oz(US) Brush Applicator 0021594 56.87 
Flux-Off Heavy Duty 
@ £S1631 12fl.0z(US) Aerosol 0021883 64.33 
Flux-Off No Clean Plus 
@ ES1696 ase 120z Aerosol 9708420 Doin 
@ ES896B 6fl.oz(US) Brush Applicator 9708422 Avera 
Flux-Off Rosin 
@ ES835B 5fl.oz(US) Brush Applicator 0021472 22.47 
@ ES1035 10fl.oz(US) Aerosol 0021137 24.30 
@ ES1035B 10fl.oz(US) we Brush Applicator 07C8878 32.04 
@£ES135 1gallon(US) i Drum 2504512 123.04 
@ ES535 5gallon(US) es Drum 50B9381 350.27 
Flux-Off VZ 
@ ES6200 i 120z Aerosol 97H7681 45.81 
Flux-Off Water Soluble 
@ ES1530 14fl.oz(US) i Aerosol 0021083 24.10 
@ ES130 1gallon(US) ia Drum 50B1927 138.70 
PIM_7429 


Cut costs, not corners with 


Board & Box Components 
newark.com/multicomp 


multicomp 


PIM_5624836 


1.800.463.9275 © newark.com 


PRODUCTION SUPPLIES 


CHEMICAL CLEANERS & ACCESSORIES 


AUDIO/VIDEO CLEANERS 


©€Chemtronics 


ES820L ES2400 


ES820L Features: 

@ Cleans most A/V equipment including: TVs, VCRs, 
movie cameras and projectors 

© Great for cleaning PCBs, contacts, switches, 


© Cleans & degreases contacts, RoHS | 
label residues, light fluxes, Compliant 
PCBS, tape drives, volume & Available 
tone controls 
connectors, and scanner equipment too © Low odour formulation, non-corrosive, penetrates 
ES2400 Features: hard to reach areas 


Mfg. part no. ES820L, IPA - isopropyl alcohol, improves performance while extending the life of the equipment 
and the tapes. Safe for use on plastic. Flammable and ozone-safe; CFC/HCFC free. Apply to head surfaces with 
Chamois Tips™ Swab, ordered separately; go online or call. 

Mfg. part no. ES2400, Tun-O-Wash Cleaner is a fast-drying, one step precision cleaning & degreasing agent 
safe for most plastics. Removes encrusted dirt, grease and other contaminents, evaporates quickly, leaves no 
residue. CFC/HCFC free. 


Dispensing Price Each 
Mfg. Part No. Volume Method Stock No. 1-9+ 
@ ES820L 8fl.oz(US) Bottle 0021420 = 
@ ES2400 12.5fl.oz(US) Aerosol 0021193 33.80 
PIM_7423 


ULTRAJET® BRAND COMPRESSED 


GAS DUSTERS ©Chemtronics 


RoHS — 
Compliant 
Available 


ES1020 ES1620 


ES1015 ES1020R 


Ultrajet® brand dusters are the most powerful dusters on the market. Nonflammable dusters remove dry 
contaminants from many kinds of surfaces. Dusters are safe on plastics and leave no residue. Ultrajet® dusters 
are filtered to 0.2 microns. 

Mfg. part no. ES1020 Ultrajet® Duster provides the biggest blast to clean anything fast. 100% ultra-pure HFC- 
134a. 

Mfg. part no. ES1620 Ultrajet® All-Way Duster provides the same power as mfg. part no. ES1020 but it 
also sprays in any direction without the risk of dispensing a liquid spray that can freeze and damage sensitive 
surfaces. 100% ultra-pure HFC-134a. 

Mfg. part no. ES1015 Ultrajet® 70 Duster provides a powerful cleaning blast at an economic price. 100% 
ultra-pure HFC-134a. 

Mfg. part no. ES1020K Ultrajet® Duster System has a precision surgical-grade chrome trigger for pinpoint 
control. The system sprays in any direction with a 36” flex-extension tube. 100% ultra-pure HFC-134a. 

Mfg. part nos. ES1017, ES1217 and ES1617 Dusters provide regular strength cleaning at an economical price. 
Nonflammable. Made with HFC-134a. 


Also available is a replacement spray bottle valve for the ES1020 Ultrajet system refill, part no ES710V. 
Dispensing Price Each 

Mfg. Part No. Method Volume Weight Stock No. 1-24+ 

Duster 

@ES1217 Spray Bottle 8fl.oz(US) 80z 0021818 = 

@ES1017 Spray Bottle 10fl.oz(US) 100z 94B3540 Danita 

@ ES1617 Spray Bottle 12fl.oz(US) 120z 0021819 24.30 

Duster System Refill 

@ £S1020R Spray Bottle 10fl.oz(US) 100z | 0021210 26.27 

Ultrajet 70 Duster 

@ES1015 Spray Bottle 10fl.oz(US) 100z 0021305 22.52 

Ultrajet All-Way Duster 

@ ES1620 Spray Bottle 8fl.oz(US) 80z 0021817 23.70 

Ultrajet Duster 

@ ES1020 Spray Bottle 10fl.oz(US) 100z 0021209 28.88 

Ultrajet Duster System 

@ ES1020K Spray Bottle 10fl.oz(US) 100z | 0021211 75.08 

Price Each 
Mfg. Part No. Description Stock No. | 4-1-9 
@ES710V Spray Bottle Valve 66F6773 37.93 
PIM_36777 
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PRODUCTION SUPPLIES 


@ Indicates RoHS Compliant | Find Datasheets Online 


CHEMICAL CLEANERS & ACCESSORIES 


ELECTRO-WASH® CLEANERS/ 
DEGREASERS 


Gexeinonr €Chemtronics 


Available 


z= 
ES1210 


These general-purpose electronics and electrical cleaners remove a wide variety of contaminants including oil, 
grease, oxides, handling soils, plus flux and coatings from PC boards, cable splices, control systems, office 
equipment, and motors. All aerosol/BrushClean™ products feature the All-Way spray valve. 

Mfg. part no. ES6100, Electro-Wash VZ® is an economical, non-ozone depleting, non-flammable universal 
cleaner and degreaser. 

Mfg. part no. ES1678, New and Improved Electro-Wash® PN, is a nonflammable cleaner degreaser safe for 
use on plastics. 141b-free; contains HCFC-225. 

Mfg. part nos. ES1210 & ES110, Electro-Wash® PX, are extra-strength universal cleaner/degreasers safe for 
use on plastics. It's flammable and ozone-safe. 

Mfg. part no. ES810, Electro-Wash® PX, is a one-step buffer gel removal cleaner, ideal for fiber-optic 
connectors and cables. 

Mfg. part no. ES1603, Electro-Wash® PR, is a regular-strength cleaner safe for use on plastics. It's flammable 
and ozone-safe. 

Mfg. part no. ES2211, New and Improved Electro-Wash® NX, are extra-strength, nonflammable cleaner 
degreasers. 141b-free; contain HCFC-225. 

Mfg. part no. ES1614, New and Improved Electro-Wash® NR, is a regular-strength, nonflammable cleaner 
degreaser. 141b-free; contains n-propyl bromide. 

Mfg. part nos. ES1607 & ES107, Electro-Wash® NXO, is a non-ozone depleting, extra strength, high pressure 
non-flammable cleaner degreaser. 

Mfg. part nos. ES7100 & ES7101, Electro-Wash® CZ, is an all purpose cleaner for electronics. Non-flammable, 
non-ozone depleting, and safe on plastics. 


E7100 ES1678 


DUSTER AND FREEZE SPRAYS cose C2) 
Features: Available multicomp 
@ Environmentally safe == 

© Non-ozone depleting ti 

© Evaporates rapidly u 

® Zero residue ey 

Mfg. part no. SPC12778 non-flammable duster is formulated with HFC-134a, a f 

pure, moisture-free, odorless inert gas that removes microscopic contaminants, 

particles, dust, lint, metallic oxide deposits and other soils without the use of harmful 


solvents. i} 
Dispensing Price Each 
Mfg. Part No. Method Weight Stock No. 1-13+ 
@ SPC12778 Aerosol 100z 78H4044 21.10 
PIM_78922 
Freeze Sprays 
Dispensing Price Each 
Mfg. Part No. Method Volume Weight Stock No. 1-13+ 
@ SPC12779 Aerosol 10fl.oz(US) 100z 78H4045 13.67 
PIM_5511254 


PRECISION-V HIGH-PRECISION SOLVENT 
CLEANER 


Features 
Nonflammable with no flash-point 


ep TcHspray 
Serban 
Available 


Pics ERR @ Low VOC — 37% (EPA), 75% (CARB) 
Dispensing EICSIEC) © Non-ozone depleting 
Mfg. Part No. Volume Weight Method Stock No. 1-4+ © Residue-free Deecistony 
Electro-Wash CZ © Rapid evaporation foes 
© Safe on most plastics 
@ £87100 12ih.02{US) Aerosol OZ 1585 108.97 © Ideal replacement for AK225 
Electro-Wash NR 1651 series Precision-V high-performance, high-precision flux 
@ES1614 12fl.oz(US) Aerosol 9708415 ae remover cleans R, RA, RMA and SA type flux residues after 
Electro-Wash NXO high-temperature reflow, wave and hand soldering. Ideal for both 
lead and lead-free electronic and electrical soldering processes. 
@ ES1607 12fl.oz(US) Aerosol 0021941 66.84 Effective on both rosin and no-clean fluxes. And because = 
Electro-Wash PN Precision-V flux remover is non-ozone depleting, it's the ideal 1651-168 
replacement for cleaners containing Freon, HFC-141b and AK225. 
@ESIE7B 12fL02(US) oe ONE = Formulated to reduce VOCs within your facility. Ideal for aviation and other applications where strict VOC caps 
Electro-Wash PR apply (based on EPA VOC exemptions). Bulk chemicals ideal for cold/bucket cleaning and ultrasonics (not 
@ ES1603 10fl.oz(US) Aerosol 0021535 19.02 intended for vapor degreaser). 
Electro-Wash PX Dispensing Price Each 
@ES810 5fl.oz(US) Aeroso! 49H7680 17.11 Mfg. Part No. Volume Weight Method Stock No. 1+ 
@ ES1210 12.5fl.0z(US) te Aerosol 0021138 31.47 @ 1651-16S isn 160z Aerosol 34P2758 54.41 
@ES110 1gallon(US) ie Drum 50B1925 123.71 @ 1651-P 1pint(US) 5 Bottle 51P2802 = 
Electro-Wash VZ PIM_142140 
@ ES6100 mn 120z Aerosol 97H7680 38.96 
PIM_7428 G3™ NON-FLAMMABLE SOLVENT Gepiiniiat _ 
CLEANERS aa =p TcHspray 
RoHS Mae 
CONTACT CLEANERS/LUBRICANTS Ge oiat @Chemtronics ~f 
Mi 
Blue Shower G3 Flux Remover G31 Flux Remover G3!) Contact Cleaner G31 
Cleaner/Degreaser with Brush Attachment 1631 Series 1632 Series 
1630 Series 1631-58 


ES1605 ES1613 ES1629 


Contact cleaners remove oily carbon soils, greases, and oxides from contact surfaces. Use in all phases of 
electronics and electrical contact maintenance, including metal contacts, plastic embedded contacts, relays, 
breakers, and controls. All aerosol products feature the All-Way spray valve. 

Mfg. part no. ES6300, Pow-R-Wash™ VZ, is an economical non-ozone depleting, nonflammable contact 
cleaner safe for use on live circuits. 
Mfg. part no. ES1613, New and Improved Pow-R-Wash™ NR, nonflammable contact cleaner that quickly 
removes soils and oxides. 141b-free; contains n-propyl bromide. 

Mfg. part no. ES1605, Pow-R-Wash™ PR, is a regular-strength, flammable contact cleaner that is safe for use 


on plastics. Ozone-safe. 
Mfg. part no. ES1629, Kontact Restorer® cleaner lubricant for connectors. Non-flammable, long-lasting film 
protects contact from corrosion. Mild odor, negligible solubility in water 
Dispensing Price Each 
Mfg. Part No. Volume Weight Method Stock No. 1-9+ 

@ ES6300 i 120z Aerosol 97H7682 30.05 

@ ES1605 10fl.oz(US) Aerosol 0021538 19.68 

@ ES1613 12fl.oz(US) Aerosol 9708414 -— 

@ES1629 42fl.0z(US) Aerosol 9708416 aes 
PIM_7590 


Industrial Maintenance Cleaner 
G3i Universal Cleaner G3 1635-20S 


1638-G 


No-Clean Flux Remover G3i) 
1634 Series 


© Superior HCFC-141b replacement @ Works with Lead- Free Soldering Process 

@ Powerful and non-flammable © Mfg. Part No. 1630-16S - Ford Tox #167818 
© Non-Ozone Depleting © Mfg. Part No. 1631-16S - Ford Tox #167834 
® Nonflammable © Mfg. Part No. 1632-16S - Ford Tox #167835 
© Safe on Most Plastics © Mfg. Part Nos. 1630-16S and 1632-16S pass 
@ Rapidly Evaporating Boeing spec D6-17487 rev P 


G3™ solvents are designed as direct replacements for all cleaner/degreasers, flux removers, and contact 
cleaners containing HCFC-141b. 

Mfg. part no. 1630-16S Blue Shower® G3™ is an innovative blend designed for precision cleaning of polar 
and non-polar soils including hand and solder oils, greases, silicones, fluxes and other similar contaminants. 
Mfg. part no.1631-16S Flux Remover G3™ is designed specifically for removing R, RA, RMA and SA type flux 
residues after high temperature reflow. 

Mfg. part no. 1634-16S No-Clean Flux Remover G3 cleans tough-to-clean white residues left from no-clean 
flux. 

Mfg. part no. 1632-16S Contact Cleaner G3™ is the optimal choice for removing oils, greases, silicones, dirt 
and grime from all types of switches, relays, contact pads and other electrical connections. 


> CONTINUED > 


1274 Go online or call for non-compliant or &°ROHS Compliant products. See page 2 


G3™ NON-FLAMMABLE SOLVENT CLEANERS (CONT.) 


Mfg. part no. 1635-20S Industrial Maintenance Cleaner is for cleaning all types of switches, relays, contact 
pads, and other electrical connections. 


Dispensing Price Each 

Mfg. Part No. Volume Weight Method Stock No. “ke 
Blue Shower® G3™ Gen-Purpose Cleaner/Degreaser 
@ 1630-16S ae 160z Aeroso 8108423 39.93 
G3™ Flux Remover 
@ 1631-16S ase 160z Aeroso 8108424 38.32 
@ 1631-5S §fl.oz(US) Aerosol 86H3843 aa 
@ 1631-16SB 16fl.oz(US) Spray Bottle 46W1022 39.33 
G3™ General Purpose Contact Cleaner 
@ 1632-168 16fl.oz(US) Aerosol 8108425 40.33 
G3™ Industrial Maintenance Cleaner 
@ 1635-20S 20fl.0z(US) Aerosol 59M9293 31.78 
G3™ No-Clean Flux Remover 
@ 1634-125 12fl.oz(US) Aerosol 97H2095 SEE) 
G3™ Universal Cleaner (Flux Remover) 
@ 1638-G 1gallon(US) i Bottle 92H5286 473.86 
PIM_72172 


E-LINE ECONOMICAL & POWERFUL SOLVENT 
CLEANERS 


ANER/DEGREASE 


EcoLine™ Hi-Flash 1626 Series 


EcoLinel Flux Removers 1621 Series 
= —_ 
[== INE 
—— on — 


RoHS 
Compliant 
Available 


EcoLinel Cleaner/Degreaser 1620 Series 


EcoLine! Contact Cleaner 1622 Series 
@ Non-ozone depleting 
1620 series EcoLine™ cleaner/degreaser is designed for cleaning of polar and non-polar soils including hand 
and solder oils, greases, silicones, fluxes and other similar contaminants. 
1621 series EcoLine™ flux remover dissolves type R, RMA, SA and most no-clean fluxes. It can also be used 


for the removal of light oils, silicones, waxes, greases, and other similar contaminants. 
1622 series EcoLine™ contact cleaner removes oils, greases, silicones and dirt from all types of switches, 
relays, contact pads and other electrical connections. 
1626 series E-LINE Hi-Flash is a non-chlorinated, light duty degreaser and electrical cleaner ideal for electrical 
& maintenance cleaning. NOTE: These economical hydrocarbon cleaners are flammable. 
Dispensing Price Each 
Mfg. Part No. Volume Weight Method Stock No. 1+ 
EcoLine™ Cleaner/Degreaser 
@ 1620-10S ssi 100z Aerosol 10J6813 18.93 
EcoLine™ Contact Cleaner 
@ 1622-10S as 100z Aerosol 78H3678 18.46 
@ 1622-138 13fl.0z(US) Aerosol 33K2606 20.56 
EcoLine™ Flux Remover 
@ 1621-10S ~ 100z Aerosol 106814 19.57 
@ 1621-10SB 10fl.oz(US) was Spray Bottle 46W1018 20.55 
EcoLine™ Flux Remover / Maintenance Cleaner 
@ 1621-5G 5gallon(US) Container 10J6815 252.08 
EcoLine™ Hi-Flash Maintenance Cleaner 
1626-G 1gallon(US) e Can 46W1019 - 
1626-5G 5gallon(US) os Can 46W1021 ae 
PIM_34287 


1.800.463.9275 © newark.com 


PRODUCTION SUPPLIES 


CHEMICAL CLEANERS & ACCESSORIES 


> 


=p TcHspray 


ISOPROPYL ALCOHOL (IPA) GENERAL-PURPOSE 
CLEANERS 


1610-PT 1610-100DSP 


[SLIN= 


RoHS | 
Compliant 
Available 


1610-50PK 1610-P 


) 


1610-G1 1608-100FL 


Ultra-pure isopropyl alcohol (IPA) is used for general-purpose cleaning. Excellent for tape head cleaning, 
removal of fluxes, light oils, polar soils, and white mineral residue. Suitable as a thinner for flux. 

1608/1610 series IPA Cleaners and Wipes are 99.8% pure and meets ACS reagent grade IPA, Fed. spec. 
TT-1-735A (amend 3, notice 2) grades A&B, ASTM D770-05 specifications. 


TechClean® Cleaning Wipes (2358-50) are specifically designed for cleaning surface mount stencils and 
screening equipment. These SMT wipes cellular based foam structure traps particulates and liquids for a 
thorough job. 
Also available are wipe refills - 1608-100R for IPA Cleaning Wipes & 1610-100R for Isopropyl Alcohol Wipes 
1610-G4 is a multipack of IPA Cleaner, 4x 1 Gallon Cans. 
Dispensing Price Each 
Mfg. Part No. Volume Method Stock No. 1+ 
IPA Cleaner 
@ 1610-PT 1pint(US) Spray Bottle 68K7280 14.89 
@ 1610-P 1pint(US) Bottle 10J6809 12.73 
@ 1610-G1 1gallon(US) Bottle 74R6763 34.56 
@ 1610-G4 4gallon(US) Can 96B7338 126.56 
IPA Cleaning Wipes 
1608-100FL ite Wipe 66W0674 33.73 
1608-100R 33 Wipe 66W0675 28.33 
IPA Presaturated Wipes - Individual Packets (50 per pack) 
@ 1610-50PK ea Wipe 98H3675 28.63 
IPA Presaturated Wipes - Pop-Up Dispenser (100 Wipes) 
@ 1610-100DSP ae Wipe 25C4466 32.69 
Isopropyl Alcohol Wipes 
1610-100FL Be Wipe 66W0676 36.60 
1610-100R os Wipe 66W0677 31.80 
Price per 
Pkg. 
Mfg. Part No.| Accessory Type For Use With Stock No. 1+ 
Yes2358-50 | SMT Cleaning Wipe | Surface Mount Stencils & Screening} 68K7383 = 
Equipments 
PIM_34292 
DUSTERS AND FREEZERS —— 


——— 


Economy Duster 
1673 


Freezer 1672 


RoHS — 
Compliant 
Available 


————— 
Vortex Duster 1697 
@ Non-ozone depleting 


Anti-Stat Freezer 1747 


© Moisture-free 
@ Non-flammable, (except mfg. part no. 1673-10S) 


Dusters blow away microscopic contaminants, lint, dust, metallic oxide deposits and other soils that can cause 
heat build-up or shorts in sensitive electronics. Freezers chill down PC boards for troubleshooting intermittently 
faulting capacitors, resistors, semiconductors, and other defective components. 


1673-10S Economy duster has a powerful blast for quick dust removal. It should not be used around open 


flames or sparks. 
> CONTINUED > 
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PRODUCTION SUPPLIES 


CHEMICAL CLEANERS & ACCESSORIES 


DUSTERS AND FREEZERS (CONT.) 


@ Indicates RoHS Compliant | Find Datasheets Online 


SPECIALTY CLEANING PRODUCTS Geptinoiat multicomp 


1671 series non-flammable ultra-pure duster is 100% pure HFC-134a and ideal for energized circuit cleaning. 
1697-85 Vortex™ 360° duster sprays upside-down for cleaning hard-to-reach places. They are ideal for the 
removal of dust, lint and other contaminants from computers, printers as well as optical cleaning equipment. 
1672 series diagnostic freezer sprays are used as a troubleshooting aid and chill PC boards down to -60°F. 
1747-108 anti-static, diagnostic freezer spray is used as a troubleshooting aid in static sensitive areas. Chills 
PC boards down to -40°F and leaves behind a light, anti-static residue to avoid static build-up. 
Dispensing Price Each 
Mfg. Part No. Method Volume Weight Stock No. 1-4+ 
Duster 
@ 1671-10S Aerosol 10fl.oz(US) 100z 0021980 16.84 
@ 1671-15S Aerosol 15fl.oz(US) 150z 0021981 24.21 
Economy Duster " 
© 1673-108 Aerosol fOflozUS) | 1007 88K0924 8.45 velezen isles ieee (8S 
7 360° High-Velocity Dust Cleans and revitalizes rubber, rollers and platens. 
Vortex igh-Velocity Vuster The 1612-2SQ is a Roller Rejuvenator maintenance cleaner. This is a citrus based solvent designed to clean 
@ 1697-85 Aerosol 8fl.oz(US) 80z 14C8045 19.56 and revitalize rubber rollers and platens. Improves rubber roller grip and reduces misfeeds and jams. Clear to 
PIM 34293 light yellow liquid with a strong fruity odor. 
iz 1613-6S is a label & adhesive remover. Citrus-based solvent safely and effectively removes labels and adhesive 
gums off equipment and products. Penetrates quickly and allows label to be peeled off without a gummy 
Freeze Sprays residue. Clear to light yellow liquid with a strong fruity odor. 
The 1625-185 is a non-streaking glass cleaner for use with janitorial, office equipment maintenance, plant 
Dispensing Price Each maintenance, glass, and surface cleaning. 
Mfg. Part No. Method Volume Weight Stock No. 1+ Dispensing Price Each 
Anti-Static Freezer Mfg. Part No. Volume Method Stock No. 1+ 
@ 1747-10S Aerosol 10fl.oz(US) 100z 0021983 25.39 @ 1612-2SQ 2fl.oz(US) Aerosol 0021958 = 
Freezer @ 1613-6S 4.5fl.oz(US) Aerosol 0022014 17.57 
@ 1672-10S Aerosol S34 100z 0021982 17.58 @ 1625-18S 18fl.oz(US) Aerosol 98B7790 = 
@ 1672-15S Aerosol 15fl.oz(US) 150z 58K0004 24.29 PIM_34290 
PIM_5511253 
ZERO CHARGE ANTISTATIC Seis 7 
TRACE TECH PCB REWORK & REPAIR PENS = CLEANERS, FLOOR COATINGS AND Se roie ial 
ep TcHspray HAND LOTIONS 
Cc a 
2505-N 2506-N 
2507-N 2509-GN 1743-QT 1743-50PK 1720-6 4702-8FP 
RoHS | Zero Charge® screen and keyboard cleaner and presaturated wipes, with regular use, will eliminate static 
le Compliant charge from sensitive surfaces and provide long-term static protection. Removes hand oils, ink marks, dust, 
Available fingerprints, nicotine, syrup, carbon, and other soils from work areas. Non-streaking, foaming action cleans 
2510-N plastic and glass. Non-ozone depleting. 
Mfg. part no. 2505-N designed to quickly make highly conductive silver traces. 5 F Price Each 
Mfg. part no. 2506-N provides a convient method for touch-up cleaning of flux residues. Dispensing uuee e 
Mfg. part no. 2507-N designed to dispense no-clean flux in the high precision applications of prototype and Mfg. Part No. Volume Method Stock No. ihe 
rework/repair of printed circuit boards. @ 1743-50PK ae Packet 51R6163 = 
Mfg. part no. 2509-GN is designed to insulate printed circuit board traces and components against high voltage @ 1743-QT ‘tquart(US) Spray Bottle 81H3814 24.37 
arcing. 
Mfg. part no. 2510-N quickly and precisely removes most conformal coatings. PIM_85016 
Dispensing Price Each ; 
Mfg. Part No. Volume Method Stock No. 1+ Coatings 
Py i 5 
@ 2510-N 10ml en Applicator 68K7396 27.95 Dispensing Price Each 
@ 2506-N 11.5ml Pen Applicator 1057017 12.33 Mfg. Part No. Method Volume Stock No. 1+ 
PIM_68651 @ 1720-G Can 1gallon(US) 0101846 88.07 
PIM_5511266, 
Flux 
Dispensing PricelEach Protective Creams & Lotions 
Mfg. Part No. Method Volume Stock No. i+ Dispensing Price Each 
@ 2507-N Pen Applicator 11.5ml 68K7393 9.71 Mfg. Part No. Method Volume Stock No. 1+ 
PIM_5511251 @ 1702-8FP Pump Bottle 8fl.oz(US) 33K2643 9.51 
@ 1702-G Container 1gallon(US) 68K7284 78.94 
Coatings PIM_5511265 
Dispensing Coating Price Each 
Mfg. Part No. Method Volume Color Stock No. 1+ TECHSPRAY RENEW ECO-FRIENDLY pol at _ 
@ 2505-N Pen Applicator 4.89ml Silver 69K4414 63.91 DUSTER AND FREEZER Available Sap TcHspray 
q 7 © Global Warming Potential (GWP) less than 1/100th of _ 
@ 2509-GN Pen Applicator Sml Green 26C1581 20.29 HFC-134a 
PIM_5511250 © 8% more volume (sprays) per can vs. HFC-134a 
® Non-flammable 
© Non-ozone depleting 
© Zero residue & no odor : 
Eco-Duster and Eco-Freezer are drop-in replacements for HFC-134a based } PRErE 
eW ro uc ide al y products. They are non-flammable, odorless, low toxicity, and similar velocity and 
freezing temperature as traditional dusters and freezers. DUST 
See the newest Technologies and a SS 
Suppliers at: Dow 
newark.com/new-products a 
Dispensing Price Each 
PIM_5624846 Mfg. Part No. Method Volume Weight Stock No. 1+ 
@ 1580-10S Spray Bottle 253ml 283g 8874950 23.80 
PIM_209486 
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PRODUCTION SUPPLIES 


CHEMICAL CLEANERS & ACCESSORIES 


RECESSED BUMPERS (CONT.) 


Dispensing Price Each Price Each 
Mfg. Part No. Method Stock No. 1+ Mfg. Part No. Color Height Stock No. 1-49+ 
@ 1583-10S Spray Bottle 8874951 24.96 Fig. 1, Width 12.7 mm 
PIM_5511252 @ 720 Black 6.4mm 97H7023 0.40 
Fig. 1, Width 15.9 mm 
TECHNICAL BRUSHES Seite  — @721 Black 7.9mm 2503781 0.25 
comp ian = Ne Fig. 1, Width 18.2 mm 
@ 722 Black 1.1mm 97H7024 0.89 
Fig. 2, Width 23.8 mm 
@ 723 Black 9.5mm 97H7025 0.86 
Fig. 3, Width 14.3 mm 
@727 Black 9.5mm 2002182 0.54 
Fig. 3, Width 17.4 mm 
@ 724 Grey 6.4mm 97H7026 0.63 
Fig. 3, Width 19.05 mm 
@ 728 Black 1.1mm 97H7028 1.02 
Fig. 3, Width 22.2 mm 
@ 725 Grey 7.9mm 97H7027 0.86 
Fig. 3, Width 23.8 mm 
@729 Black 15.9mm 97H7029 1.26 
Fig. 3, Width 27 mm 
@ 726 Grey 11.14mm 67H5723 1.37 
2040-1 PIM_78606 
Bristle Handle : Overall Price Each 
Mfg. Part No. id tale Widtty Length Stock No. 1+ BUMPON™ PROTECTIVE 
@ 2040-1 Horse Hair Aluminium 0.125 6.43 68K7334 23.64 FEET/SPACERS/BUMPERS oi 
@ 2042-1 Horse Hair Aluminium 0.375” 6.43” 68K7335 36.39 
@ 2031-1 Horse Hair Steel 0.188” 5.25" 68K7332 15.91 > — 
@ 2032-1 Horse Hair Steel 0.375” 5.25" 80K6222 15.79 ff ORE 
@ 2033-1 Horse Hair Steel 0.375" 5.25” 68K7333 11.33 g 
@ 2043-1 Stainless Steel Aluminium 0.376" 6.43" 68K7336 39.20 
Hemisphere 
PIM_68653 $J-5302 
nev a ‘Sar 
PRESATURATED PADS 


Presaturated swabs and wipes combine highly effective 
cleaners and static dissipative treatments with the 
convenience of a disposable applicator. 

Mfg. part no. CSP20 is a 2-part, cleaning and static- 
control system for CRT screens. Cleans and controls 
static. Sold in box of 25. 

Mfg. part no. CP410 premoistened lens-grade tissue 
for cleaning/polishing CRT optical surfaces, lenses, 
photographic equipment & CRT screens. Sold in box 
of 50 


Available 


Excimer € Chemtronics 


ss 


Mfg. part no. CP400 general-purpose lint-free, non- 
abrasive pads are presaturated with IPA; ideal for 


RoHS _ 
Compliant 
Available 


Hexagonal Cone 
SJ-6553 


Features: @ Abrasion, marring and staining resistance 
@ Excellent skid resistance @ Easy to apply — just press-on 


@ Long aging resiliency — will not crack or harden @ Bonds fast and permanently 


Self-sticking, press-on Bumpon™ protective feet/spacers/bumpers can be used almost anywhere slamming, 
scratching, nicking, scuffing, marring, sliding, vibration, or noise could be a problem. Ideal for fans, small 
appliances, furniture and glass shelves, telephones, computers, calculators, scales and speakers, cabinet 
doors, lids and drawers, chairs, walls, sliding doors and for stacking glass and metal sheets. Bonds with metal, 


cleaning magnetic heads, computers, office equipment and electronic appliances. wood : ‘ A a A 
i ‘ F , glass, steel, acrylic plastic, and aluminum. Molded of durable, resilient polyurethane. The aggressive, 
Mfg. part no. C25 lint-free polyurethane foam swabs (type CF2050) presaturated with IPA. Sold in box of 25. high-tack, pressure-sensitive adhesive backing is protected with a release liner making application fast and 
Mfg. part no. SIP100P IPA presaturated wipes for general purpose cleaning. Ideal for cleaning solder paste off easy. Sold per card of quantities listed below. 
of SMT stencils. 100 wipes per pop-up tub dispenser. : 3 
Mfg. part no. CP421 cleaner degreaser is a high flash point cleaner for removal of soil, adhesives and residues cD 
from insulation jackets and conductors. Sold in pack of 25. Mfg. Part No. Color Height Stock No. 1+ 
Price per Hexagon - Card of 132 
Dispensing Pkg. @ SJ-5201-BROWN/FOAM-PACK Brown 2.2mm 35R6320 5.44 
Mfg. Part No. Method Stock No. 1-4+ Round - Card of 132 
@ SIP100P Wipe Vike 34.75 @ 8)-6553 CLEAR Transparent | _9.525mm 35R6315 = 
@ cP400 Wipe 0021513 35.01 Round - Card of 40 
S0s2 Swe OUZI5 18 aod © 8)-5017 BLACK Black 9.6mm BaRZ42_ | 11.23 
@ cSP20 Wipe 0021516 36.23 Round - Card of 56 
@ CP410 Wipe 0021512 31.78 @ 5/5012 BLACK Black 3.5mm 35R6324 9.39 
PIM_7807 Round - Card of 96 
@ SJ-5302 CLEAR Transparent 2.2mm 35R6319 = 
RoHS = 
RECESSED BUMPERS Ose K EYSTONE Square - Card of 36 
Available @ SJ-5023 BLACK Black 7.6mm 47R4816 7.51 
Square - Card of 80 
@ SJ-5008 BLACK Black 3.1mm 34R2141 6.24 
@ SJ-5018 BLACK Black 5.8mm 35R6323 — 
upon —— al ween OE Pin. 9809 
Washer 
_ ‘ L | 
ree i : =. 4 \ Bee 
[HA eA | rea 
aloe ole +l 


Fig. 1 Fig, 2 Fig. 3 
© Material: Rubber, BUNA S (Figs. 1 & 2) EPDN, EPDN Rubber (Fig. 3) 
Provides excellent traction and shock absorbing qualities, available with or without Mold-in Washers. 
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PCB Fabrication 


Quality U.S.-based manufacturers — 
as fast as 48-hour turnaround! 


& Assembly 


element 4.com/designcenter 


PIM_5624858 
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PRODUCTION SUPPLIES 
HARDWARE BUMPERS 


GROMMETS © 
@ Available in rubber or vinyl multicomp 
© Color: Black 


© Sold in packages of 100 


RoHS _ 
Compliant 
Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


ROUND INSTRUMENTATION HANDLES 


‘Diameter Thread 4 
y= ' © 
-#—A—4 r 


doh 


EYSr 


RoHS — 
Compliant 
Available 


Price per Choice of nickel-plated brass per ASTM-B-16/QQ-N-290 or black anodized aluminum per QQ-A-325/ 
Cable Panel Hole Pkg. MIL-A-8625. Order ferrules separately below. 
Mfg. Part No. Dia. Max. Thickness Dia. Color | Qty Stock No. 1-4+ Fixing Thread Price Each 
SBR (Styrene Butadiene Rubber), Open Mfg. Part No. Centers Size Stock No. 1-49+ 
@ BG-901 3.175mm 1.575mm 6.35mm Black 100 31F2000 25n5) Aluminium 
@ BG-8051 4.776mm 1.575mm 7.95mm Black 100 32F1349 8.58 @7194 a 10-32 62W5178 1.66 
@ BG-2286 4.776mm 1.6mm 7.925mm Black 100 31F2001 29.35 @9110 4.25" 4-40 16F2004 4.78 
@ BG2902 6.35mm 1.575mm 9.525mm Black 100 50N6919 31.00 @7170 4.25" 4-40 96F9895 2.51 
@ BG2903 6.35mm 3.175mm 9.525mm Black 100 32F1353 12.55 @9117 15° 6-32 16F2011 6.59 
@ BG-921 7.138mm 3.962mm 9.525mm Black 100 31F2282 48.92 @7171 2 4-40 96F9896 1.09 
@ BG505 7.925mm 1.575mm 11.14mm Black 100 50N6920 6.69 @9118 2 6-32 16F2012 2.68 
@ BG230 9.525mm 1.575mm 12.7mm Black 100 50N6921 12.73 @9119 ce 6-32 16F2013 6.74 
@ BG-1787 11.126mm 1.6mm 14.3mm Black 100 31F2081 21.31 @7173 3” 8-32 94F4260 8.44 
@ BG230-060 12.7mm 1.6mm 15.9mm Black 100 50N6922 98.37 @7175 3 10-32 96F9907 10.11 
@ BG-915 14.301mm 1.6mm 19mm Black 100 31F2080 13.77 @7174 4" 8-32 94F4425 9.30 
@ BG-2285 15.875mm 1.6mm 22.225mm | Black 100 31F 2083 57.56 @7180 4 10-32 96F9917 10.35 
@ BG-1032 17.45mm 1.981mm 25.4mm Black 100 31F2084 TTC @ 7186 4" 10-32 90B2385 7.76 
Vinyl, Open @7176 4 10-32 94F4261 8.54 
@ SPC21795 3.175mm 1.575mm 6.35mm Black 100 18M5976 36.24 @ 525 5” 10-32 96F9914 9.33 
@ SPC21796 9.525mm 1.575mm 12.7mm Black 100 18M5977 91.14 @ 526 6" 10-32 96F9915 4.74 
PIM_9334 @7181 6” 10-32 96F9918 ike 
@ 7187 6” 10-32 2707518 14.07 
HOLE GROMMETS p eon POWE R © 7188 6.437” 10-32 94F4427 17.90 
@ Install instantly and easily Brass 
© Simply snap into hole RoHS @ 9121 oe 6-32 0131829 _ 
coe Septet ©7142 a 440 96F9870 551 
© Sold in packages of 100 @7143 3 8-32 96F9871 9.78 
@7145 3 10-32 94F4433 11.27 
@7144 4 8-32 94F4258 10.23 
@7146 4 10-32 96F9882 11.70 
PIM_9258 
Price per VENT PLUGS © 
External Panel Hole Pkg. multicomp 
Mfg. PartNo. | Diameter | Thickness Dia. Color Qty Stock No. 1-4+ 
= RoHS 
Vinyl, Open Seperate 
@ SPC4884 9.5mm 1.6mm 4mm | Black | 100 | 50N122 2.52 Available 
@ SPC4885 10.9mm 1.6mm §.5mm Black 100 50N123 = 
@ SPC4886 14.2mm 2.4mm 6.4mm Black 100 50N124 ae 
@ SPC4887 14.3mm 1.6mm 8mm Black 100 50N125 = - 1.00" —| 
@ SPC4888 17mm 1.6mm 9.5mm Black 100 50N126 eas i 
@ SPC4889 22.2mm 1.6mm | 15.5mm | Black | 100 | 50N127 = aria 
@ SPC4891 30.2mm 1.6mm 21.8mm Black 100 50N129 101.96 }-0.750"->4 098° 
@ SPC4890 31.3mm 1.6mm 18.6mm Black 100 50N128 eae : 
PIM_34974 Hole | Price Each" 
= Mfg. Part No. Diameter Stock No. 1-2+ 
Brass Plated Metal, Wire Mesh 
BLANK DIAPHRAGM GROMMETS p (O- POWE R @ VPMB 0.75" 95N3644 = 
© Lock into round, oval, threaded, punched or drilled holes Nickel Plated Metal, Wire Mesh 
© Flexible vinyl material RoHS : 7 
@ Diaphragm can be perforated to accommodate any Seperate @ VPMN 0.75 95N3645 = 
: _ ae : Available Snap In, Black Perforated Plastic 
e Sold in package of 100 os L IBMBBZS 210 
PIM_9239 
SNAP BUTTON HOLE PLUGS © 
Hl D——+ multicomp 
; = FT 
ie per ey ~ L Gee tinoiat 
External Panel Hole g. a ies Available 
Mfg. PartNo. | Diameter | Thickness Dia. Color | Qty | Stock No. A:4t Cover holes in metal, wood, and more. Mfg. part no. HP-14 size fits switch box knock-out holes. Nickel-plated 
Vinyl, Closed / Holeplug steel. Sold in packages of 100. 
@ SPC4872 12.7mm 1.5mm 6.4mm Black 100 50N110 _ Price per 
@ SPC4873 15.7mm 1.5mm 9.4mm Black 100 50N111 — Hole Pkg. 
@ SPC4874 25.4mm 4.5mm 18.3mm | Black | 100 50N112 45.02 Mfg. Part No. Diameter Stock No. 1-2+ 
@ SPC4875 29.2mm 1.5mm | 20.6mm | Black | 100 | 50N413 = @ SPC21893 0.25" 186074 39.79 
PIM. 34972 @ HP-05 0.312" 32F646 — 
> CONTINUED > 
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PRODUCTION SUPPLIES 


DWARE BUMPERS 


SNAP BUTTON HOLE PLUGS (CONT.) ROUND METRIC NYLON SPACERS (CONT.) 
Price per Outer Inner Overall Price Each 
Hole Pkg. Mfg. Part No. Dia. Diameter Length Stock No. 1-99+ 
Mfg. Part No. Diameter Stock No. 1-2+ @ M0541-4-N 6mm 4.3mm 12mm 2777638 0.68 
@ SPC21894 0.375" 18M6075 55.04 SMOSOAN erin Lamm ‘3mm OTT 7644 even 
@ SPC21895 0.5" 18M6076 56.84 we 0sDON Sham aoa arin 2717647 eA 
@ HP-10 0.625" eie20i 31.08 @ M0591-3-N 8mm 3.2mm 2mm 2777656 0.55 
@ HP-14 0.875" 32F648 = @ M0592-3-N 8mm 3.2mm 3mm 2777665 0.57 
@ SPC21897 is 18M6078 58.12 @ M0593-3-N 8mm 3.2mm 4mm 2717674 058 
@HP1g TSF 0594-3-N 8mm 3.2mm mm 2777683 0.59 
@ HP-20 4.25" SATS) 23.77 @ M0595-3-N 8mm 3.2mm 6mm 2777692 0.60 
PIM_9336 @ M0596-3-N 8mm 3.2mm 7mm 2777701 0.91 
TTI TT eR, MINOT-3-N 8mm 3.2mm 8mm 2777710 0.19 
ROUND METRIC NYLON SPACERS - @ M0598-3.N 8mm 3.2mm omm 2717719 0.63 
QAP @ M0599-3-N 8mm 3.2mm 10mm 2777728 0.65 
RAE FLECTRONIE @ M0600-3-N 8mm 3.2mm mm 2717737 0.66 
Division of MW Industries, Inc. @ W10601-3-N 8mm 3.2mm 12mm 2717746 0.68 
pie am MO602-3:N 8mm 3.2mm 13mm 2717755 0.87 
Available @ M0590-4-N 8mm 4.3mm 1mm 2777650 0.54 
@ M0591-4-N 8mm 4.3mm 2mm 2777659 0.55 
= @ M0592-4-N 8mm 4.3mm 3mm 2777668 0.57 
© Nylon © M4 thread for 4.3mm @ M0593-4-N 8mm 4.3mm 4mm 2777677 0.58 
@ M2.5 thread for 2.7mm @ M65 thread for 5.3mm @ M0594-4-N 8mm 4.3mm 5mm 2777686 0.59 
“Ma ihtgad fors-2mm @ M05Q5-4-N 8mm 4.3mm 6mm 2777695 0.60 
Outer Inner Overall Price Each @ M0596-4-N 8mm 4.3mm 7mm 2777704 0.61 
Mfg. Part No. Dia. Diameter Length Stock No. 1-99+ @ M0597-4-N Sim: 4.3mm 8mm 2717713 0.62 
@ M0500-25-N 4.5mm 2.7mm 1mm 2777491 0.49 @ M0598-4-N 8mm 4.3mm 9mm 2777722 0.63 
@ M0501-25-N 4.5mm 2.7mm 2mm 2777497 0.50 @ M0599-4-N 8mm 4.3mm 40mm 2717731 0.65 
@ M0502-25-N 4.5mm 2.7mm 3mm 2777503 0.51  i0s0ekn Siam 4.3mm Timm 2777740 0.66 
@ M0503-25-N 4.5mm 2.7mm 4mm 2777509 0.51 OCEAN sara Tannin ion oe a 
@ M0504-25-N 4.5mm 2.7mm 5mm 2777515 0.52 wie Saini 13hm Aaah paisa ayer 
LO M0505-25-N | 45mm fmm | mm 27T 21053 0590-5-N 8mm 5.3mm ‘mm 2777653 0.54 
@ M0506-25-N 4.5mm 2.7mm 7mm 2717527 0.54 ec eN aan Sail Sain a a 
© Mo507-25-N | 45mm | 7mm | mm | 277533 | 0.55 @ 10592-5-N 8mm 5.3mm 3mm 2717671 0.57 
@ M0508-25-N 4.5mm 2.7mm 9mm 2777539 0.56 @ M0593-5-N 8mm 5.3mm 4mm 2777680 0.58 
@ M0509-25-N 4.5mm 2.7mm 10mm 2777545 0.57 @ M0594-5-N 8mm 5.3mm 5mm 2777689 0.59 
winless een aie on ZIMESS ous © M0595-5-N 8mm 5.3mm émm 2777698 0.81 
eM aN Amin zulu J2main SUTESSE wie © M0596-5-N 8mm 5.3mm 7mm 2717707 0.64 
@ M0512-25-N 4.5mm 2.7mm 13mm 2777563 0.63 e050 EN eam Samm ani a ae 
@ M0500-3-N 4.5mm 3.2mm imm ANE 0.49 @ M0508-5.N 8mm 5.4mm omm 2717725 0.63 
@ M0501-3-N 4.5mm 3.2mm 2mm 2777500 0.50 @ M0599-5-N 8mm 5.3mm 10mm 2777734 0.94 
@ M0502-3-N 4.5mm 3.2mm 3mm 2S 08 0.51 @ M0600-5.N 8mm 5.3mm timm 2717743 0.92 
SMNSEN aston ean Amin UTES 0.74 © M0601-5-N am 5.3mm 12mm 2TTT52 0.68 
edie eeu 22mm amin ZI Ou © M0602-5-N &mm 5.3mm 13mm 2717764 0.87 
@ M0505-3-N 4.5mm 3.2mm 6mm 2777524 0.53 Aiea 
@ M0506-3-N 4.5mm 3.2mm 7mm 277530 0.54 - 
@ M0507-3-N 4.5mm 3.2mm 8mm 2777536 0.55 
@ M0508-3-N 4.5mm 3.2mm omm 2777542 0.56 ROUND NYLON SPACERS QAP 
@ M0509-3-N 4.5mm 3.2mm 10mm 2777548 0.57 - 
@ M0510-3-N 4.5mm 3.2mm Timm 2777554 0.58 AU ARDW ARE |S 
g a Division of MW Industries, Inc. 
@ M0511-3-N 4.5mm 3.2mm 12mm 2777560 0.63 Role 
@ M0512-3-N 4.5mm 3.2mm 13mm 2777566 0.63 Gee eimoiat 
@ M0530-3-N 6mm 3.2mm Imm 2777569 0.54 Avaleie 
@ M0531-3-N 6mm 3.2mm 2mm 2777575 0.54 
@ M0532-3-N 6mm 3.2mm 3mm 2777581 0.57 
@ M0533-3-N 6mm 3.2mm 4mm 2777587 0.58 @ Nylon 
@ M0534-3-N 6mm 3.2mm 5mm 2777593 0.59 Outer Inner Overall Price Each 
@ M0535-3-N 6mm 3.2mm 6mm 2777599 0.60 Mfg. Part No. Dia. Diameter Length Stock No. 1-99+ 
@ M0536-3-N 6mm 3.2mm 7mm 2777605 0.61 @ 1107-2-N 4.775mm 2.286mm 3.175mm 2778481 0.12 
@ M0537-3-N 6mm 3.2mm 8mm 2777611 0.62 @ 1108-2-N 4.775mm 2.286mm 4.775mm 2778487 0.18 
@ M0538-3-N 6mm 3.2mm omm 2717617 0.63 @ 1109-2-N 4.775mm 2.286mm 6.35mm 2778493 0.13 
(@ M0539-3-N 6mm 3.2mm 10mm 2777623 0.65 @ 1110-2.N 475mm 2.2b6mm 7.96min Cn) 0.13 
@ M0540-3-N 6mm 3.2mm Timm 2777629 0.95 @ 1111-2-N 4.775mm 2.286mm 9.525mm 2778505 0.14 
@ M0541-3-N 6mm 3.2mm 42mm 2777635 0.68 @ 1112-2-N 4.775mm 2.286mm 11.125mm 2778511 0.14 
@ M0542-3-N 6mm 3.2mm 73mm 2717641 0.69 @ 1113-2-N 4.775mm 2.286mm 12.7mm 2778517 0.15 
@ M0530-4-N 6mm 43mm Imm 2717572 0.54 @ 1107-4-N 4.775mm 2.921mm 3.175mm 2778484 0.11 
@ M0531-4-N 6mm 43mm 2mm 2717578 054 @ 1108-4-N 4.775mm 2.921mm 4.775mm 2778490 0.13 
@ M0532-4-N 6mm 4.3mm 3mm 2717584 0.57 @ 1109-4-N 4.75mm 2.921mm 6.35mm 2778496 0.13 
@ M0533-4-N 6mm 4.3mm 4mm 2777590 058 @ 1110-4-N 4.775mm 2.921mm 7.95mm 2778502 0.13 
@ M0534-4-N 6mm 4.3mm 5mm 2777596 0.59 @ 1111-4-N 4.775mm 2.921mm 9.525mm 2778508 0.14 
@ M0535-4-N 6mm 4.3mm 6mm 2777602 0.60 @ 1112-4-N 4.775mm 2.921mm 11.125mm 2778514 0.14 
@ M0536-4-N 6mm 4.3mm 7mm 2777608 0.61 @ 1113-4-N 4.775mm 2.921mm 12.7mm 2778520 0.15 
@ M0537-4-N 6mm 4.3mm 8mm 2777614 0.87 @ 1122-4-N 6.35mm 2.921mm 3.175mm 2778523 0.10 
@ M0538-4-N 6mm 4.3mm 9mm 2777620 0.63 @ 1123-4-N 6.35mm 2.921mm 4.775mm 2778532 (Odi 
@ M0539-4-.N 6mm 4.3mm tomm 2777626 0.65 @ 1124-4-N 635mm avelmnm 6.domm CAEL 0.11 
@mosaoan | 6mm | 43mm} timm | a7tves2 | 060. © 1125-4-N 6.35mm 2.921mm 7.95mm 2778550 0.12 
> CONTINUED > > CONTINUED > 
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ROUND NYLON SPACERS (CONT.) ROUND METRIC STAINLESS STEEL SPACERS (CONT.) 
Outer Inner Overall | Price Each_ Outer Inner Overall | Price Each 
Mfg. Part No. Dia. Diameter Length Stock No. 1-99+ Mfg. Part No. Dia. Diameter Length Stock No. 1-99+ 
© 1126-4-N 6.35mm 2.921mm 9.525mm 2778559 0.14 @ M0504-3-88 4.5mm 3.2mm 5mm 2717519 058 
@ 1127-4-N 6.35mm 2.921mm 11.125mm 2778568 0.12 @ M0505-3-SS 4.5mm 3.2mm 6mm 2717525 0.57 
@ 1128-4-N 6.35mm 2.921mm 12.7mm 2718577 0.03 @ M0506-3-SS 4.5mm 3.2mm 7mm 2717531 0.98 
© 1120-4-N 6.35mm 2.921mm 14.3mm 2778586 0.12 @ M0507-3-SS 4.5mm 3.2mm 8mm 2717537 1.02 
© 1130-4-N 6.35mm 292mm 15.875mm 2778595 0.12 @ M0508-3-SS 4.5mm 3.2mm omm 2717543 0.59 
© 1131-4-N 6.5mm 2.921mm 47.475mm 2778604 0.03 @ M0509-3-SS 4.5mm 3.2mm fomm 2717549 063 
© 1132-4-N 6.5mm 2.921mm 79.05mm 2778613 0.13 @ M0510-3-SS 4.5mm 3.2mm mm 2777555 0.64 
© 1133-4-N 6.5mm 2.921mm 20.65mm 2778622 0.13 @ M0511-3-8S 4.5mm 3.2mm fmm 2777561 0.65 
© 1134-4-N 6.35mm 2.921mm 22.225mm 2778631 0.13 @ M0512-3-SS 4.5mm 3.2mm Tamm 2717567 0.65 
@ 1135-4-N 6.35mm 2.921mm 23.825mm 2778640 0.13 @ M0530-3-SS 6mm 3.2mm Imm 2717570 0.55 
@ 1136-4-N 6.35mm 2.921mm 25.4mm 2778649 0.13 @ M0531-3-SS 6mm 3.2mm 2mm 2717576 0.56 
@ 1122-6-N 6.35mm 3.556mm 3.175mm 2778526 0.10 @ M0532-3-SS 6mm 3.2mm 3mm 2717582 0.65 
@ 1123-6-N 6.35mm 3.556mm 4.775mm 2778535 0.41 @ M0533-3-8S 6mm 3.2mm 4mm 2717588 0.60 
@ 1124-6-N 6.35mm 3.556mm 6.35mm 2778544 0.11 @ M0534-3-SS 6mm 3.2mm 5mm 2777594 0.62 
@ 1125-6-N 6.35mm 3.556mm 7.95mm 2778553 0.12 @ M0535-3-SS. 6mm 3.2mm 6mm 2777600 0.63 
© 1126-6-N 6.35mm 3.556mm 9.525mm 2778562 0.41 @ M0536-3-SS 6mm 3.2mm 7mm 2777606 1.03 
© 1127-6.N 6.35mm 3.556mm 71.125mm 2778571 0.16 @ M0537-3-8S 6mm 3.2mm 8mm 2717612 0.58 
© 1128-6-N 6.35mm 3.556mm 12.7mm 2778580 0.11 @ M0538-3-SS 6mm 3.2mm mm 2717618 0.65 
© 1129-6.N 6.35mm 3.556mm 143mm 2778589 0.12 @ M0539-3-SS 6mm 3.2mm Tomm 2777624 0.60 
© 1130-6-N 6.35mm 3.556mm 15.875mm 2778598 0.13 @ M0540-3-SS 6mm 3.2mm timm 2777630 0.60 
© 1131-6.N 6.5mm 3.556mm 47.475mm 2778607 0.13 (@ M0541-3-8S 6mm 3.2mm Tamm 2717636 1.10 
© 1132-6-N 6.35mm 3.556mm 19.05mm 2778616 0.14 @ M0542-3-SS 6mm 3.2mm 73mm 2777642 0.61 
© 1133-6-N 6.5mm 3.556mm 20.65mm 2778625 0.13 @ M0530-4-8S 6mm 4.3mm mm 2717573 0.53 
@ 1134-6-N 6.35mm 3.556mm 22.225mm 2778634 0.13 @ M0531-4-SS 6mm 4.3mm 2mm 2717579 056 
@ 1135-6-N 6.36mm 3.556mm 23.825mm 2778643 0.14 @ M0532-4-8S 6mm 4.3mm 3mm 2717585 0.56 
@ 1136-6-N 6.35mm 3.556mm 25.4mm 2778652 0.07 @ M0533-4-SS 6mm 4.3mm 4mm 2777591 0.60 
@ 1122-8-N 6.35mm 4.216mm 3.175mm 2778529 0.22 @ M0534-4-SS 6mm 4.3mm 5mm 2717597 1.12 
© 1123-8-N 6.35mm 4.216mm 4.775mm 2778538 0.14 @ M0535-4-SS 6mm 4.3mm 6mm 2777603 0.63 
@ 1124-8-N 6.35mm 4.216mm 636mm 2778547 0.12 @ M0536-4-SS 6mm 4.3mm 7mm 2777609 0.65 
@ 1125-8-N 6.35mm 4.216mm 795mm 2778556 0.12 @ M0537-4-SS 6mm 4.3mm 8mm 2717615 1.05 
© 1126-8-N 6.35mm 4.216mm 9.525mm 2778565 0.12 @ M0538-4-SS 6mm 4.3mm omm 2777621 0.59 
@ 1127-8-N 6.35mm 4.216mm 71.125mm 2778574 0.42 © M0539-4-8S 6mm 4.3mm Omm 2717627 0.60 
© 1128-8-N 6.36mm 4.216mm 12.7mm 2778583 0.16 @ M0540-4-SS 6mm 4.3mm Timm 2717633 0.60 
@ 1129-8.N 6.5mm 4.216mm 143mm 2778592 0.12 @ M0541-4-8S 6mm 4.3mm Tamm 2717639 1.10 
@ 1130-8-N 6.35mm 4.216mm 15.875mm 2778601 0.12 © M0542-4-8S 6mm 4.3mm Tamm 2717645 0.72 
© 1131-8.N 6.5mm 4.216mm 47.475mm 2778610 0.13 © M0590-3-88 8mm 3.2mm mm 2717648 0.59 
@ 1132-8-N 6.5mm 4.216mm 19.05mm 2778619 0.13 @ M0591-3-8S 8mm 3.2mm 2mm 2717687 0.58 
© 1133-8.N 6.35mm 4.216mm 20.65mm 2778628 0.21 @ M0592-3-88 8mm 3.2mm 3mm 2717666 0.63 
@ 1134-8-N 6.35mm 4.216mm 22.225mm 2778637 0.13 @ M0593-3-SS 8mm 3.2mm 4mm 2717675 0.64 
© 1135-8.N 6.35mm 4.216mm 23.825mm 2778646 0.13 @ M0594-3-SS 8mm 3.2mm 5mm 2777684 0.60 
@ 1136-8-N 6.35mm 4.216mm 25.4mm 2778655 0.14 @ M0595-3-SS 8mm 3.2mm 6mm 2717693 0.63 
PIM_194778 @ M0596-3-SS 8mm 3.2mm 7mm 2777702 0.65 
SSC. LS ______—_=« @ M0597-3-SS 8mm 3.2mm 8mm 2777711 0.67 
ROUND METRIC STAINLESS STEEL SPACERS QAP BIM0DIEeSS eu azn salt AWE 0.75 
@ M0599-3-SS 8mm 3.2mm fomm 2717729 0.78 
heeeecn ont @ M0600-3-SS 8mm 3.2mm 7mm 2717738 O80 
aDivsion of MW industries, Inc. @ MOG01-3-SS 8mm 3.2mm Tamm QTITTAT a 
RoHS @ M0602-3-SS 8mm 3.2mm 13mm 2777756 0.80 
Geetinoiat @ M0590-4-SS 8mm 4.3mm ‘Imm 2777651 0.59 
@ M0591-4-SS 8mm 4.3mm 2mm 2777660 0.58 
@ M0592-4-SS 8mm 4.3mm 3mm 2777669 1.02 
© Stainless steel © M4 thread for 4.3mm @ M0593-4-SS 8mm 4.3mm 4mm 2777678 1.04 
@ M2.5 thread for 2.7mm @ M65 thread for 5.3mm @ M0594-4-SS 8mm 4.3mm 5mm 2777687 1.10 
© M3 thread for 3.2mm @ M0595-4-SS 8mm 4.3mm 6mm 2777696 1.44 
Outer Inner Overall Price Each @ M0596-4-SS 8mm 4.3mm 7mm 2717705 0.65 
Mfg. Part No. Dia. Diameter Length Stock No. 1-99+ @ M0597-4-SS 8mm 4.3mm 8mm 2717714 124 
se Moswy:25-85 eon zal Horn enreee Ose © M0598-4-8S &mm 43mm omm ITT 0.73 
eS MoaUezo 89 eon call niin ences ORE © M0599-4-8S &mm 43mm 10mm 217732 0.78 
@ M0502-25-SS 4.5mm 2.7mm 3mm 2777504 0.63 Arran aI aan nas a Tee 
@ M0503-25-SS 4.5mm 2.7mm 4mm 2777510 0.91 “emocor-4-ss. | 8mm | 43mm | t2mm | 2777750 | 0.79 — 
@ M0504-25-SS 4.5mm 27mm emi BIANCA 0.61 @ M0602-4-S8 8mm 4.3mm 13mm 2717759 0.83 
@ M0505-25-SS 4.5mm 27mm mm 2717522 0.57 Sr _ — i SEA = 
@ M0506-25-SS 4.5mm 2.7mm 7mm 2717528 0.60 mies aan — aa ae Te 
@ M0507-25-SS 4.5mm 27mm 8mm 2717534 1.03 mono ess aan 53mm ath aa ae 
Aes eon zim ni ETSY Oi © M0593-5-8S &mm 5.3mm amm 2777681 0.90 
@ M0509-25-SS 4.5mm 27mm Tomm 2717546 0.63 sees = Sain ean a or 
@ M0510-25-SS 4.5mm 27mm fmm 2717552 0.64 ET: a aan aa aa Te 
SMOS It eoe8 45mm eon ‘2mm BAIS) 0.65 @ M0596-5-SS 8mm 5.3mm 7mm 2777708 0.62 
@ 0512-25-58 4.5mm a 13mm PUMESES 0.65 @ M0597-5-$8 8mm 5.3mm 8mm 277 1.09 
SiMe ee 45mm 3.2mm ‘mm INES 0.53 @ M0598-5-8S 8mm 5.3mm omm 2717726 0.73 
weiMOSIieess +emm 32mm 2m ZI iSt8 Dba © M10599-5-8S &mm 5.3mm 10mm 217735 0.78 
SIMORUE SS zon 22mm mt ZALES Ooi © M0600-5-8S 8mm 5.3mm Timm 277744 0.80 
@ M0503-3-SS 4.5mm 3.2mm 4mm 2717513 0.56 
> CONTINUED > > CONTINUED > 
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PRODUCTION SUPPLIES 
ROUND METRIC STAINLESS STEEL SPACERS (CONT.) ROUND METRIC ALUMINUM SPACERS (CONT.) 
Outer Inner Overall Price Each Outer Inner Overall Price Each 
Mfg. Part No. Dia. Diameter Length Stock No. 1-99+ Mfg. Part No. Dia. Diameter Length Stock No. 1-99+ 
@ M0601-5-SS 8mm 5.3mm 12mm 2777753 0.83 @ M0595-3-AL 8mm 3.2mm 6mm 2777691 0.48 
@ M0602-5-SS 8mm 5.3mm 13mm 277762 1.31 @ M0596-3-AL 8mm 3.2mm 7mm 2777700 0.49 
PIM_194779 @ M0597-3-AL 8mm 3.2mm 8mm 2777709 0.50 
oo — 0 M0598-3-AL 8mm 3.2mm omm 2717718 0.34 
ROUND METRIC ALUMINUM SPACERS QAP @ M0599-3-AL 8mm 3.2mm 10mm 2777727 0.35 
@ M0600-3-AL 8mm 3.2mm mm 2777736 0.54 
RAE ELECTRONIC @ M0601-3-AL 8mm 3.2mm 12mm 2717745 0.37 
Division of MW industries, Inc. @ MO602-3-AL 8mm 3.2mm 13mm 2717754 0.37 
RoHS @ M0590-4-AL 8mm 4.3mm (mm 2777649 0.32 
Gee einpian @ M0591-4-AL 8mm 4.3mm 2mm 2777658 0.44 
@ M0592-4-AL 8mm 4.3mm 3mm 2777667 0.46 
@ M0593-4-AL 8mm 4.3mm 4mm 2777676 0.46 
@ Aluminum @ M0594-4-AL 8mm 4.3mm 5mm 2777685 0.31 
ules ine aasl Price Each @ M0595-4-AL 8mm 4.3mm 6mm 2777694 0.48 
Mfg. Part No. Dia. Diameter Length Stock No. 1-99+ @ M0596-4-AL 8mm 4.3mm 7mm 2777703 0.49 
@ M0500-25-AL 4.5mm 2.7mm 1mm 2777490 0.27 @ M0597-4-AL 8mm 4.3mm 8mm 2777712 0.50 
@ M0501-25-AL 4.5mm 2.7mm 2mm 2777496 0.41 @ M0598-4-AL 8mm 4.3mm 9mm 2777721 0.34 
@ M0502-25-AL 4.5mm 2.7mm 3mm 2777502 0.43 @ M0599-4-AL 8mm 4.3mm 10mm 2777730 0.81 
@ M0503-25-AL 4.5mm 2.7mm 4mm 2777508 0.43 @ M0600-4-AL 8mm 4.3mm ‘imm 2777739 0.36 
@ M0504-25-AL 4.5mm 2.7mm 5mm 2777514 0.35 @ M0601-4-AL 8mm 4.3mm 12mm 2777748 0.37 
@ M0505-25-AL 4.5mm 2.7mm 6mm 2777520 0.48 @ M0602-4-AL 8mm 4.3mm 13mm 2777757 0.57 
@ M0506-25-AL 4.5mm 2.7mm 7mm 2777526 0.49 @ M0590-5-AL 8mm 5.3mm 1mm 2777652 0.29 
@ M0507-25-AL 4.5mm 2.7mm 8mm 2777532 0.48 @ M0591-5-AL 8mm 5.3mm 2mm 2777661 0.44 
@ M0508-25-AL 4.5mm 2.7mm 9mm 2777538 0.32 @ M0592-5-AL 8mm 5.3mm 3mm 2777670 0.58 
@ M0509-25-AL 4.5mm 2.7mm 10mm 2777544 0.32 @ M0593-5-AL 8mm 5.3mm 4mm 2777679 0.40 
@ M0510-25-AL 4.5mm 2.7mm 414mm 2777550 0.31 @ M0594-5-AL 8mm 5.3mm 5mm 2777688 0.48 
@ M0511-25-AL 4.5mm 2.7mm 12mm 2777556 0.15 @ M0595-5-AL 8mm 5.3mm 6mm 2777697 0.48 
@ M0512-25-AL 4.5mm 2.7mm 13mm 2777562 0.33 @ M0596-5-AL 8mm 5.3mm 7mm 2777706 0.32 
@ M0500-3-AL 4.5mm 3.2mm 1mm 2777493 0.27 @ M0597-5-AL 8mm 5.3mm 8mm 2777715 0.43 
@ M0501-3-AL 4.5mm 3.2mm 2mm 2777499 0.42 @ M0598-5-AL 8mm 5.3mm 9mm 2777724 0.34 
@ M0502-3-AL 4.5mm 3.2mm 3mm 2777505 0.43 @ M0599-5-AL 8mm 5.3mm 10mm 2717733 0.53 
@ M0503-3-AL 4.5mm 3.2mm 4mm 2777511 0.43 @ M0600-5-AL 8mm 5.3mm 11mm 2777742 0.36 
@ M0504-3-AL 4.5mm 3.2mm 5mm 2717517 0.37 @ M0601-5-AL 8mm 5.3mm 12mm 2777751 0.37 
@ M0505-3-AL 4.5mm 3.2mm 6mm 2777523 0.31 @ M0602-5-AL 8mm 5.3mm 13mm 2777760 0.93 
@ M0506-3-AL 4.5mm 3.2mm 7mm 2777529 0.31 PIM_194784 
@ M0507-3-AL 4.5mm 3.2mm 8mm 2777535 0.36 
@ M0508-3-AL 4.5mm 3.2mm 9mm 2777541 0.32 ROUND SPACERS (r) 
@ MO0509-3-AL 4.5mm 3.2mm 10mm 2717547 0.32 multicomp 
@ M0510-3-AL 4.5mm 3.2mm mm 2777553 0.32 Ba 
@ M0511-3-AL 4.5mm 3.2mm 12mm 2777559 0.50 Gap singin 
@ M0512-3-AL 4.5mm 3.2mm 13mm 2777565 0.53 ieee ©. 5 Aveta 
@ M0530-3-AL 6mm 3.2mm ‘mm 2777568 0.28 
@ M0531-3-AL 6mm 3.2mm 2mm 277574 0.29 Rouneispatels 
@ M0532-3-AL 6mm 3.2mm 3mm 2777580 0.29 
@ M0533-3-AL 6mm 3.2mm 4mm 2777586 0.34 ; ; 
@ M0534-3-AL émm 3.2mm 5mm 2717592 0.30 For self-tapping screws. Rated UL94V-2. Sold in packages of 100. 
@ M0535-3-AL 6mm 3.2mm 6mm 2777598 0.54 4 ; pace ae 
OMOSSt AL Gini Samim Zenin ULES 0.34 Mfg. Part No. Dia. bismnaiee Length StockNo, | 4-9* _ 
oss omni Sain emi Gin nd HD 0.31 @ RN-4-125A 6.35mm 3.048mm 3.175mm 93N2174 7.56 
SW At Gm semi amin CRISS 0.33 @ RN-4-250A 6.35mm 3.048mm 6.35mm 93N2175 8.04 
Sisal om = 10mm uO wae @ RP4-250 636mm | _3.048mm 6.35mm 93N1001 = 
LO MO5OSAL | 6mm | 3.2mm | im TG @ RN4-375A 6.35mm 3.048mm 9.525mm 93N2176 10.68 
pall UE _ eon ‘2mm ZTE 0.34 @ RP4.500 6.35mm 3.048mm 12.7mm 93N1002 ms 
SME SAL 8mm 3.2mm {sim chanted as @ RN-4-500A 6.35mm 3.048mm 12.7mm 93N2177 8.46 
@ M0530-4-AL 6mm 4.3mm mm 2717571 0.28 “@RNAT50A 1 6.35mm | 3.048mm 1 19.05 
SiMOSS TAAL oni eonm 2mm AUTH On @ RN-6-125A 6.35mm 3.658mm 3.175mm 93N2178 7.56 
SiMiba2eAe oni Bela _ AILS 0.41 @ RN-6-250A 6.35mm 3.658mm 6.35mm 93N2179 6.19 
She = peal ll ZETES8 0:30 @ RN-6-375A 6.35mm 3.658mm 9.525mm 93N2180 | 11.38 
Shee alll seu au ZETES8S Oz @ RN-6-500A 6.35mm 3.658mm 12.7mm 93N2181 6.85 
edu = aaah al CAAA U8 @ RN-6-750A 6.35mm 3.658mm 19.05mm 93N2182 9.43 
ada a aaa ann ZEEE wee @ RN-6-1000A 636mm | __3.658mm 2.4mm 93n2183 | 10.04 
sis - am an EATEE 3 eG @ RP6-260 6.35mm 3.734mm 6.35mm 93N1004 | 12.60 
@IMOSSeA AL bmn +s =n ewe) 0.33 @ RP6-500 635mm 3.734mm 127mm 93N1005 1.49 
SMioeaae mn eeu 10mm BiMi625 0.34 @ RN-8-250A 6.35mm 4.343mm 6.35mm 93N2184 3.88 
M0540 AL | 6mm 4am | @ RN-8-375A 635mm 4.343mm 9.525mm 93N2185 11.92 
Mea cal ped an ETTEGS O68 @ RN-8-500A 6.35mm 4.343mm 12.7mm 93N2186 | 10.22 
eM am eau ane Eres Og @ RN-8-750A 636mm | __4.343mm 19.06mm 9anz187__| 13.86 
@ M0590-3-AL 8mm 3.2mm Imm 2777646 0.29 “@RNG10008 1 835mm] 4343mm 1 254mm | 9anatss | apse 
SMOEOT SAL Smm 3.2mm zu BUTEESS 029) © RP8-1000 6.35mm 4.445mm 254mm 93N1009 = 
@ M0592-3-AL 8mm 3.2mm 3mm 2777664 046 Te 
@ M0593-3-AL 8mm 3.2mm 4mm 2777673 0.29 
@ M0594-3-AL 8mm 3.2mm 5mm 2777682 0.48 
> CONTINUED > 
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PRODUCTION SUPPLIES 
THREADED ROUND TAPPED SPACERS © 1/4” 0.D. ALUMINUM SPACERS (CONT.) 
multicomp Price per 
8S aie ” Outer Inner Overall Pkg. 
Gee einoiat ig. Part No. Dia. Diameter Length Stock No. 1+ 
Available © 8500 6.35mm 3.759mm 3.175mm 28M9487 35.89 
@ 8501 6.35mm 3.759mm 6.35mm 67F4020 77.46 
© 8502 6.35mm 3.759mm 9.525mm 26M8421 70.97 
© 8503 6.35mm 3.759mm 127mm 19M8540 46.59 
© 8504 6.35mm 3.759mm 15.875mm 268422 159.79 
© 8507 6.35mm 3.759mm 25.4mm 26M8423 138.01 
Threaded Round Spacers 8511 6.35mm 3.759mm 50.8mm 50F217 124.74 
Material: nylon 6/6, rated UL94V-2. Color: white. Sold in packages of 100. 8520 6.35mm 4.42mm 3.175mm 67F4027 50.51 
Price per 8521 6.35mm 4.42mm 6.35mm 67F4028 12.25 
Outer Overall Pkg. @ 8522 6.35mm 4.42mm 9.525mm 26M8424 88.98 
Mfg. Part No. Dias Length stockiNas to ©8523 6.35mm 442mm 12.7mm 67F4030 54.52 
© 2410 8.35mm 8.255mm S2NSOI9 = © 8527 6.35mm 4.42mm 25.4mm 19M8541 128.11 
© 2396 6.36mm 8.256mm e2neonl oa © 8529 6.35mm 442mm 38.1mm 13F227 66.78 
© 2403 836mm 8.256mm S2N2008) os © 8531 6.35mm 442mm 50.6mm 26M8425 72.45 
© 2397 6.35mm 12.7mm 92N4902 14.54 
© 2404 6.35mm 12.7mm 92N4909 = sige 
@ 2399 6.35mm 79.05mm 92N4904 = 
© 2406 636mm 79.05mm 92N4911 = SNAP-IN PC BOARD SPACERS © 
© 240 835mm 25 4mm 9204006 = multicomp 
© 2408 6.35mm 254mm 92N4913 = =e i Saees 7” 
PIM_17038 | 18 f D 7m Sa —. Available 
PQ ann -. Dig . T 
1/4” THREADED FEMALE/FEMALE HEX SPACERS multicomp i cals * i a ; “ 
& ! = 
a C i} | 
S f RoHS _ oe Ak L LG 4 Tha 
SS , Seb roc ea {2 Um | My 5132 (2-4) 
i | 
aa 1 =o Lice TE s62 Fig. 3 
Fig. 4 Fig. 2 
Female/Female Hex Spacers Flexible su pports allow access to underside of PC board for maintenance and repair. Lock to PC board and 
chassis. Material: nylon 6/6. Color: natural. 
Material: nylon 6/6, rated UL94V-2. Color: white. Made in the U.S.A. Sold in packages of 100. oe geo ee prong tips. Larger base on one side differentiates 
Price per 5 
Outer Overall Pkg. Bede 
Mfg. Part No. Dia. Length Stock No. 1-9+ Mfg. Part No. Height Width Stock No. 14+ 
#4-40 Thread Nylon Flexible Supports 
© 2415 6.3mm 8.36mi paNee2y = @ FPCS-6 12.7mm 7.2mm 37N1659 = 
© 2416 6.35mm 9.525mm s2Neo2s 16.20 @ FPCS-8 15.875mm 712mm 37N1660 = 
@ 2417 6.35mm 12.7mm CECE = © 2622 19.imm 7.2mm 92N4837 = 
© 2418 6.35mm 15.875mm 92N4923 = Nylon Locking PC Board Supports 
@ 2419 6.35mm 19.05mm 92N4924 = B5css cer oan HTS = 
@ 2421 6.35mm 25.4mm 92N4926 22.55 @ PCS-4 6.4mm 712mm 50N4752 = 
#6-32 Thread @ PCS 9.5mm 712mm 50N4753 23.46 
ee Semi Sonim LULL = © PCS-8 12.7mm 7.142mm 50N4754 25.22 
ies peo 9.526mm e2Neo28 a © PCS-10 15.9mm 712mm 50N4755 = 
2404, Som fe: S2Ns28 = @ PCS-12 49.1mm 7.2mm 50N4756 = 
2425 G.somnin 15.875mm panaesd 8.24 @ PCS-16 25.4mm 7.At2mm 50N4757 = 
eu Ssomin 12. 05mnin AEE ie © PCS-20 28.6mm 7.2mm 50N5421 = 
@ 2428 6.35mm 25.4mm 92N4933 = Nylon Low-Profile Support Posts 
#8-32 Thread @ 8476-0422 4.8mm 6.35mm TeN804 = 
2430 6.35mm 9.525mm 92N2955 = © 8476-0423 6.4mm 6.35mm 16N805 = 
© 2433 6.35mm 49.05mm S2NE058 = © 8476-0425 12.7mm 6.35mm 16N807 = 
© 2435 6.35mm 25.4mm 92N4940 = © 8476-0426 15.9mm 6.35mm 16N808 6.38 
PIM_17036 © 8476-0428 22.2mm 6.35mm T6N810 = 
PIM_9426 
1/4” 0.D. ALUMINUM SPACERS ABBATRON HH Smith 
Rots REVERSE-LOCKING SPACERS © 
pitas multicomp 


Maximum standoff thread depths: tapped thru — all threads: 1”. Iridite finish seals and protects aluminum 


TO SNAP-LOCK IN A 0.125 DIA. HOLE, 


/ IN A 0.062 THICK BOARD/PANEL 


11/64 


38 


RoHS _ 
Compliant 
Available 


surface. Sold in packages of 100. 
Price per 
Outer Inner Overall Pkg. 
Mfg. Part No. Dia. Diameter Length Stock No. 1+ 
@ 8480 6.35mm 3.15mm 3.175mm 67F4011 53.70 
@ 8481 6.35mm 3.15mm 6.35mm 26M8419 55.07 
@ 8482 6.35mm 3.15mm 9.525mm 26M8420 94.47 
@ 8483 6.35mm 3.15mm 12.7mm 67F4014 57.78 
8484 6.35mm 3.15mm 15.875mm 67F4015 140.12 
8509 6.35mm 3.5mm 12.7mm 98F3557 108.55 
> CONTINUED > 


TO SNAP-LOCK IN A 0.187 
DIA, HOLE, IN A 0.059 TO 
0.063 THICK PANELICHASSIS 


Reverse-locking spacers insert into both holes from chassis underside. Spring lock support installs and releases 
by hand. Thin button head for minimal protrusion under chassis. Material: Nylon 6/6. Color: Natural. Sold in 
packages of 100. 
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HARDWARE 
REVERSE-LOCKING SPACERS (CONT.) HEX MACHINE SCREW NUTS (CONT.) 
Price per Price per 
Pkg. Thread Pkg. 
Mfg. Part No. Height Width Stock No. 1-4+ Mfg. Part No. Size Width Stock No. 1-9+ 
@ 2633 4.775mm 9.525mm 92N4848 6.56 Steel 
@ 2630 9.525mm 9.525mm 92N4845 _ @ SPC21808 8-32 7.95mm 18M5989 26.35 
@ 2631 12.7mm 9.525mm 92N4846 = @ SPC21809 1/4-20 11.125mm 18M5990 13.25 
@ 2632 15.875mm 9.525mm 92N4847 3.36 PIM_9233 
PIM_17041 
METRIC STAINLESS STEEL THUMB SCREWS QAP 
ADHESIVE MOUNT SNAP-IN SPACERS rat 
RAF ELECTRONIC 
murticomp Re sees 
Fits .156 Dia. Hole RoHS RoHS 
Bene epee 
4 z: f—.70 —o 
Accepts 
062 .28 Dia. @) 70 A Washer Face 
Thickness ny { : _ 
= oa © Stainless steel 
Lows Thread Screw Price Each 
Fit 0.156” diameter hole. Accept 0.062” thickness panel. 1/32” thick double-adhesive tape with release tab. Mfg. Part No. Size Length Stock No. 1-994 
Material: nylon 6/6. Color: natural. Sold in packages of 100. Stainless Steel, Plain Thumb Screws - M3 x 0.5 
Price per @ M3465-SS M3 8mm 2778192 1.97 
Pkg. @ M3466-SS M3 9mm 2778193 1.14 
Mfg. Part No. Height Width Stock No. 1-9+ @ M3467-SS M3 41mm 2778194 1.83 
@ APCS-3 4.78mm 17.78mm 81N2584 8.08 @ M3468-SS M3 43mm 2778195 2.88 
@ APCS-4 6.35mm 17.78mm 81N2585 109.88 Stainless Steel, Plain Thumb Screws - M3.5 x 0.6 
@ APCS-6 9.53mm 17.78mm 81N2586 baad @ M3469-SS M3.5 8mm 2778196 1.91 
@ APCS-8 12.7mm 17.78mm 81N2587 = @ M3470-SS M3.5 9mm 2778197 1.16 
@ APCS-10 15.88mm 17.78mm 81N2588 = @ M3471-SS M3.5 41mm 2778198 0.50 
@ APCS-12 19.05mm 17.78mm 81N2589 = @ M3472-SS M3.5 43mm 2778199 4.21 
@ 2629 25.40mm 17.78mm 92N4844 _ Stainless Steel, Plain Thumb Screws - M4 x 0.7 
PIM_9428 @ M3473-SS M4 9mm 2778200 2.27 
@ M3474-SS M4 1imm 2778201 2.72 
SCREW-FASTENED PC BOARD STANDOFFS p rO- POWER @ M3475-SS M4 13mm 2778202 224 
@ M3476-SS M4 14mm 2778203 1.74 
RoHS @ M3477-SS M4 16mm 2778204 2.91 
Gepiinpen Stainless Steel, Plain Thumb Screws - M5 x 0.8 
@ M3478-SS M5 9mm 2778205 3.25 
ew @ M3479-SS M5 11mm 2778206 2.36 
Insert #6 self-tapping screw through chassis and into support. Snap PC board over top of support’s tapered edu ~ _ ib hcad 286 
head. Tension flange holds PC board in place; squeeze flange for board removal. Material: nylon. Color: natural. @ M3481-SS Ms 14mm 2778208 2.45 
Sold in packages of 100. @ M3482-SS M5 16mm 2778209 2.35 
Price per Stainless Steel, Plain Thumb Screws - M6 x 1 
Pkg. @ M3483-SS M6 13mm 2778210 2.87 
Mfg. Part No. Height Width Stock No. 1-9+ @ M3484-SS M6 45mm 2778211 2.84 
@ SPCS-4 6.35mm 7.874mm 23N3975 8.54 @ M3485-SS M6 46mm 2778212 3.14 
@ SPCS-6 9.53mm 7.874mm 23N3976 = @ M3486-SS M6 48mm 2778213 3.31 
@ SPCS-8 12.70mm 7.874mm 23N3977 @ M3487-SS M6 49mm 2778214 3.38 
@ SPCS-12 19.05mm 7.874mm 23N3978 Stainless Steel, Washer Face Thumb Screws - M3 x 0.5 
@ SPCS-14 22.23mm 7.874mm 95N4041 = @ M3440-SS M3 8mm 2778183 2.25 
PIM_9427 @ M3441-SS M3 9mm 2778184 1.46 
@ M3442-SS M3 11mm 2778185 2.25 
HEX MACHINE SCREW NUTS () Stainless Steel, Washer Face Thumb Screws - M3.5 x 0.6 
multicomp @ M3443-SS M3.5 9mm 2778186 1.62 
@ M3444-SS M3.5 11mm 2778187 1.74 
Ose @ M3445-SS M3.5 13mm 2778188 1.84 
Available Stainless Steel, Washer Face Thumb Screws - M4 x 0.7 
@ M3446-SS M4 9mm 2778189 3.08 
@ M3447-SS M4 13mm 2778190 DID) 
@ M3448-SS M4 16mm 2778191 2.68 
PIM_197676 
Price per 1/4” THREADED MALE/FEMALE HEX SPACERS @ 
Thread Pkg. multicomp 
Mfg. Part No. Size Width Stock No. 1-9+ 
Nylon (Polyamide) — _. 4 Gein : 
@ SPC21810 2-56 476mm 18M5991 28.90 (———{ (me yi wae 
@ SPC21811 4-40 6.35mm 18M5992 39.10 F 
@ SPC21812 6-32 7.95mm 18M5993 26.35 Male/Female Hex Spacers 
@ SPC21813 $32 7.95mi fSM5o98 — Material: nylon 6/6, rated UL94V-2. Color: white. Order hex machine screw nuts separately; go online or call. 
Steel Sold in packages of 100. 
@ SPC21802 6-32 6.35mm 18M5983 14.90 
@ SPC21804 10-32 9.525mm 18M5985 15.36 
@ SPC21805 2-56 4.775mm 18M5986 34.00 
> CONTINUED > > CONTINUED > 
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HARDWARE — STANDO 


1/4” THREADED MALE/FEMALE HEX SPACERS (CONT.) HEX MALE/FEMALE ALUMINUM STANDOFFS : 
Price per _ QAP 
Overall Thread Pkg. RATLARDWARE 
Mfg. Part No. Length Length Width Size Stock No. 1-9+ a Division of MW Industries, Inc. 
Hex Male-Female RoHS _ 
© 2436 ttimm | 635mm | 635mm | 4-40 92N4941 = Osan 
© 2437 14.29mm | 953mm | 635mm 4-40 92N4942 = ¢ Aluminum 
@ 2438 17.46mm | 127mm | 635mm 4-40 92N4943 | 989.31 Overall Thread Price Each 
@ 2439 20.64mm 15.88mm 6.35mm 4-40 92N4944 ess Mfg. Part No. Length Length Width Size Stock No. 1-99+ 
@ 2440 23.81mm 19.05mm 6.35mm 4-40 92N4945 — Hex Male-Female 
@ 2442 30.146mm | 254mm | 6.35mm 4-40 92N4947 = @ 4500-256-AL-7 8.73mm 476mm | 4.775mm | 2-56 2778813 0.27 
@ 2443 12.7mm 6.35mm | 635mm 6-32 92n4948 | 17.46 @ 4501-256-AL-7 10.32mm | 635mm | 4.775mm | 2-56 2778822 0.29 
@ 2444 14.29mm | 953mm | 635mm 6-32 92N4949 = @ 4502-256-AL-7 191mm | 7.94mm | 4.775mm | 2-56 2778831 0.33 
@ 2445 746mm | 127mm | 635mm 6-32 92N4950 = © 4503-256-AL-7 | 13.495mm | 9.525mm | 4.775mm | 2-56 2778840 0.04 
© 2446 20.64mm | 15.88mm | 6.35mm 6-32 92N4951 = © 4504-256-AL-7 | 15.083mm | 11.113mm | 4.775mm | 2-56 2778849 0.30 
@ 2447 281mm | 19.05mm | 6.35mm 6-32 92N4952 = © 4505-256-AL-7 16.67mm | 127mm | 4.775mm | 2-56 2778858 0.13 
@ 2449 30.16mm | 254mm | 6.35mm 6-32 92N4954 = @ 4500-440-AL-7 9.52mm 476mm | 4.775mm | 4-40 2778816 0.28 
© 2452 17.46mm | 127mm | 635mm 8-32 92N4957 = @ 4501-440-AL-7 ti4imm | 635mm | 4.775mm | 4-40 2778825 0.29 
© 2454 23.81mm | 19.05mm | 6.35mm 8-32 92N4959 = © 4502-440-AL-7 12.7mm 794mm | 4.775mm | 4-40 2778834 0.29 
© 2456 30.16mm | 254mm | 6.35mm 8-32 92N4961 = © 4503-440-AL-7 | 14.285mm | 9.525mm | 4.775mm | 4-40 2778843 0.30 
piMa70a7 © 4504-440-AL-7 | 15873mm | 14.113mm | 4.775mm | 4-40 2778852 0.30 
- @ 4505-440-AL-7 746mm | 127mm | 4.775mm | 4-40 2778861 0.35 
‘5 . @ 4500-632-AL-7 tttimm | 4.76mm | 4.775mm | 6-32 2778819 0.35 
alt ial MALE/FEMALE ABBATRON HHSmith Scorezacz 127mm | 635mm | 4.775mm | 632 | 2778828 041 
@ 4502-632-AL-7 14.29mm | 794mm | 4.775mm | 6-32 2778837 0.48 
Soper © 4503-632-AL7 | 15875mm | 9525mm | 4.775mm | 6-32 | 2778846 | 0.50 
Available © 4504-632-AL-7 | 17463mm | 11.1143mm | 4.775mm | 6-32 2778855 0.53 
@ 4505-632-AL-7 19.05mm | 127mm | 4.775mm | 6-32 2778864 0.30 
@ 4530-440-AL-7 titimm | 635mm | 635mm | 4-40 2778867 0.21 
Price per @ 4531-440-AL-7 271mm | 795mm | 635mm | 4-40 2778873 0.32 
Overall Thread |__Pkg. @ 4532-440-AL-7 14.285mm 9.525mm 6.35mm 4-40 2778879 0.24 
Mfg, Part No. Length Length Width Size Stock No. 1+ @ 4533-440-AL-7 15.885mm | 11.125mm | 6.35mm 4-40 2778885 0.53 
Hex Male-Female @ 4534-440-AL-7 746mm | 127mm | 635mm | 4-40 2778891 0.34 
© 8216 11.125mm 635mm | 6.35mm 4-40 81F4262 | 102.49 @ 4535-440-AL-7 19.06mm | 4.3mm | 635mm | 4-40 2778897 0.35 
@ 8217 14.3mm 9.525mm | 635mm 4-40 81F4263 | 106.53 © 4536-440-AL-7 | 20.635mm | 15.875mm | 6.35mm | 4-40 2778903 0.36 
© 8218 17.475mm 127mm | 6.35mm 4-40 81F4264 | 110.04 © 4537-440-AL-7 | 22.235mm | 17.475mm | 6.35mm | 4-40 2778909 0.37 
@ 8219 20.65mm 15.875mm 6.35mm 4-40 81F4265 113.82 @ 4538-440-AL-7 93.81mm 49.05mm 6.35mm 4-40 2778915 0.38 
@ 8220 23.825mm 19.05mm 6.35mm 4-40 81F4266 237.98 @ 4539-440-AL-7 25.41mm 20.65mm 6.35mm 4-40 2778921 0.62 
@ 8221 27mm 22.225mm 6.35mm 4-40 81F4267 272.42 @ 4540-440-AL-7 26.985mm 22.225mm 6.35mm 4-40 2778927 0.39 
@ 8222 30.175mm 26.4mm 6.35mm 4-40 81F4268 | 149.14 © 4541-440-AL-7 | 28.585mm | 23.825mm | 6.35mm 4-40 2778933 = 
© 8223 33.35mm_ | 28.575mm_|_6.35mm 4-40 50F206 38.30 @ 4542-440-AL-7 30.16mm | 254mm | 6.35mm 4-40 2778939 0.44 
@ 8224 36.525mm 31.75mm 6.35mm 4-40 50F207 74.35 @ 4530-632-AL-7 12.7mm 6.35mm 6.35mm 6-32 2778870 0.38 
© 8225 39.7mm 34.925mm_| _6.35mm 4-40 81F4271 76.01 @ 4531-632-AL-7 14.3mm 7.95mm 6.35mm 6-32 2718876 0.33 
© 8230 68.275mm 63.5mm 6.35mm 4-40 98F2933 48.75 @ 4532-632-AL-7 15.875mm | 9.525mm | 6.35mm 6-32 2778882 0.27 
© 8231 80.975mm 76.2mm 6.35mm 4-40 98F3458 52.39 © 4533-632-AL-7 | 17.475mm | 11.125mm | 635mm 6-32 2778888 0.55 
© 8248 12.7mm 6.35mm 6.35mm 6-32 81F4278 90.35 @ 4534-632-AL-7 19.05mm | 127mm | 635mm | 6-32 2778894 0.28 
@ 8249 15.875mm 9.525mm 6.35mm 6-32 81F4279 94.40 @ 4535-632-AL-7 20.65mm 14.3mm 6.35mm 6-32 2778900 0.36 
© 8250 19.05mm 12.7mm | _6.35mm 6-32 81F4280 65.89 © 4536-632-AL-7 | 22.225mm | 15.875mm | 635mm | 6-32 2778906 0.37 
@ 8251 22.225mm 15.875mm 6.35mm 6-32 81F4281 110.04 @ 4537-632-AL-7 23.825mm | 17.475mm 6.35mm 6-32 2778912 0.58 
© 8252 25.4mm 19.05mm | 635mm 6-32 81F4282 | 129.46 @ 4538-632-AL-7 254mm | 19.05mm | 635mm | 6-32 2778918 0.20 
© 8253 28.575mm | 22.225mm | 635mm 6-32 81F4283 | 222.61 @ 4539-632-AL-7 27mm 20.65mm | 635mm | 6-32 2778924 0.42 
@ 8254 31.75mm 25.4mm 6.35mm 6-32 81F4284 136.74 @ 4540-632-AL-7 28.575mm 22.225mm 6.35mm 6-32 2778930 0.66 
@ 8255 34.925mm 28.575mm 6.35mm 6-32 98F3605 35.20 @ 4541-632-AL-7 30.175mm 23.825mm 6.35mm 6-32 2778936 0.79 
© 8257 34.925mm_| _34.925mm_| _6.35mm 6-32 98F3245 25.72 @ 4542-632-AL-7 31.75mm | 254mm | 635mm | 6-32 2778942 0.46 
© 8256 38.1mm 31.75mm | 6.35mm 6-32 98F3555 47.48 enaBtES 
© 8258 44.45mm 381mm | 6.35mm 6-32 98F3246 37.76 
@ 8260 50.8mm 44.45mm | 6.35mm 6-32 50F209 39.78 
© 8261 57.15mm | 508mm | 635mm | 632 | 98F2696 | 28.09 ROUND CERAMIC STANDOFFS ASBATRON HH Smith 
@ 8262 69.865mm 635mm | 6.35mm 6-32 98F2928 30.74 rox poy RoHS 
© 8263 8255mm | 762mm | 635mm | 632 | 98F2869 | 49.09 SoBe 
@ 8280 15.875mm | 635mm | 6.35mm 8-32 81F4294 90.35 
© 8281 19.05mm | 9.525mm | 6.35mm 8-32 81F4295 | 158.06 
@ 8282 22.225mm 12.7mm 6.35mm 8-32 81F4296 103.86 -— A lS B é 
© 8283 25.4mm 15.875mm | 6.35mm 8-32 81F4297 | 110.04 | 
@ 8284 28.575mm 19.05mm 6.35mm 8-32 81F4298 216.75 eae aati beatin in compression or tension. Perform well in high temperatures. 
© 8285 34.75mm | 22.225mm | 635mm 8-32 81F4299 | 216.75 : - 
© 8286 34.925mm | 254mm | 635mm 8-32 81F4300 92.36 aed 
© 8287 SGeimin's: | =28.ofomin. | 680mm). |. 2692 SAND 35.20 Mfg. Part No. tani Length with | "size | StockNo. [_4* 
© 8288 44.275mm | 34.75mm | 635mm 8-32 50F211 35.94 Round Female 
© 8290 47625mm_| 38mm | 636mm | 6-82 SUF 35900 omar6 © 2600 127mm | 3.962mm | 9.525mm | 6-32 | 98F3553 | 135.64 
©8201 508mm | 44.275mm_| 635mm | 682 eurzi2 38.77 © 2643 12.7mm 127mm | 9.525mm | 6-32 98F2931 | 115.84 
© 8292 53.975mm_ | 44.45mm_| _6.35mm 8-32 98F2929 = @ 2601 15.875mm_ | 15.875mm | 9.525mm 6-32 67F4208 | 165.15 
© 8293 80.325mm 50.8mm 6.35mm 8-32 S0F213 50.63 © 2602 19.05mm 19.05mm | 9.525mm 6-32 98F3243 | 132.69 
© 8204 73.025mm_| 635mm __|_6.35mm_| 682 SbF S400 M5151) © 2603 25.4mm 254mm | 9.525mm | 6-32 | 674210 5.46 
© 8295 86.725mm | 762mm | 635mm | 8-82 98F3606 44.68 © 2604 31.75mm_ | 3t.75mm | 9.525mm | 6-32 67F4211 5.81 
PIM_9941 © 2606 50.8mm 50.8mm | 9.525mm 6-32 67F4213 7.06 
> CONTINUED > 
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HARDWARE — STANDOFFS 
ROUND CERAMIC STANDOFFS (CONT.) NYLON THREADED HEX STANDOFFS 
Price per 
Overall Thread Pkg. ) RoHS _ 
Mfg. Part No. Length Length Width Size__|_ Stock No. 1+ = L ~~ Ose 
Round Female - SSSSSSTY 
© 2644 12.7mm 12.7mm 12.7mm 6-32 98F309 5.04 ©) 250 NNO 
© 2646 25.4mm 25.4mm 12.7mm 6-32 67F4228 5.58 —t Bass 
@ 2607 15.875mm 15.875mm 12.7mm 8-32 98F3468 18.65 O. D. for all versions: 0.250”. Standoffs also available as round PBE Grade Natural Color Phenolic. Go online 
© 2608 49.05mm 19.05mm 12.7mm 8-32 98F3558 | 27.66 or call, 
© 2609 25.4mm 25.4mm 12.7mm 8-32 67F4216 9.07 Price per 
@ 2610 31.75mm 31.75mm 12.7mm 8-32 67F4217 6.03 Overall Thread Pkg. 
@ 2611 38.1mm 38.1mm 12.7mm 8-32 67F4218 6.34 Mfg. Part No. Length Length Width Size Stock No. 1+ 
@ 2612 50.8mm 50.8mm 12.7mm 8-32 67F4219 4.43 Hex Female 
@ 2649 31.75mm 31.75mm 19.05mm | 1/4-20 67F4231 9.31 @ 19024 6.35mm 6.35mm 6.35mm 4-40 94F4404 = 
@ 2615 25.4mm 25.4mm 49.05mm 40-32 50F4910 6.62 @ 1902B 9.525mm 9.525mm 6.35mm 4-40 94F4407 22 
@ 2616 31.75mm 31.75mm 19.05mm 10-32 81F4346 8.34 @ 1902C 12.7mm 12.7mm 6.35mm 4-40 18K5088 0.81 
@ 2617 38.1mm 38.1mm 49.05mm 40-32 81F4347 7.51 @ 1902F 15.875mm 15.875mm 6.35mm 4-40 94F9840 = 
© 2618 50.8mm 50.8mm 19.05mm | 10-32 81F4348 8.28 © 1902D 19.05mm 19.05mm | _6.35mm 4-40 94F4att = 
© 2622 31.75mm 31.75mm 25.4mm 114-20 94F1634 | 10.44 © 1902E 25.4mm 25.4mm 6.35mm 4-40 62w4945 0.50 
PK B988 @ 1903A 6.35mm 6.35mm 6.35mm 6-32 94F4405 = 
@ 19038 9.525mm 9.525mm 6.35mm 6-32 94F4408 = 
@ 1903C 12.7mm 12.7mm 6.35mm 6-32 624949 0.79 
THREADED FEMALE/FEMALE STANDOFFS multic omp @ 1903D 19.05mm 19.05mm 6.35mm 6-32 94F4413 =s 


PIM_9398 
Gap singin 
Maite THREADED STANDOFFS KEYSTON 
ELECTRONICS TER 
.) Gee eimoiat 
Available 


Sold in packages of 100. 


Price per 
Overall Thread __Pkg. Round 
Mfg. Part No. Length Length Width Size Stock No. 1-4+ , | 
Hex Female, Aluminum Standoffs - Iridite Finish © Thread size 2-56, 4-40, 6-32, 8-32 © Sold in packages of 100 
@ SPC21550 6.35mm 6.35mm 6.35mm 4-40 11M2167 15.94 Overall Thread Price Each 
@ SPC21552 9.525mm 9.525mm 6.35mm 4-40 11M2169 16.39 Mfg. Part No. Length Length Width Size Stock No. 1-49+ 
© SPC21549 12.7mm 127mm | 635mm | 440 | ‘1M2166 | 12.70 asd 
@ SPC21551 19.05mm | 19.05mm | 635mm | 4-40 | ‘mates | 30.14 @ 17970 9.525mm_| _9.525mm_| 3.962mm_| 2:56 94B3090 0.57 
@ SPC21548 254mm | 254mm | 635mm | 440 | ‘1M2165 | 55.32 wane Gezomm | 9-62omm. | 475mm | 4-40 518251 0.23 
© SPC21557 635mm | 635mm | 635mm | 632 | ‘1M2174 | 43.97 ois 19.05mm_| 19.05mm_| 475mm _| 440 RES Ge 
© SPC21561 9.525mm | 9.625mm | 635mm | 6-32 | 11M2178 | 32.63 w220) 6.3mm | _6.35mm_| 6.3mm _| 440 | _89F1946 = 
© SPC21556 12.7mm q27mm | 636mm | 632 | 11M2173 | 25,78 eh 6.3mm 6.35mm__| 6.35mm_ | 4-40 (BANGS 0.59 
@ SPC21562 15.875mm | 15.875mm | 636mm | 6-32 | 11M2179 | 23.07 eine 9.525mm_ | 9.525mm_ | 635mm | 4-40 | 62W5547_| 0.66 
@ SPC21560 19.05mm | 19.05mm | 635mm | 6-32 | ‘M2177 | 61.43 ©2202 9.525mm_| 9.525mm_ | 635mm | 4-40 | 09P8647 0.30 
“espcnisss 254mm] 254mm 1 635mm | 632} tamatT2 To 7eoe #14500 12.7mm t27mm | 635mm | 440 | e2W5548 | 076 
warcviesa 3mm | 38imm | 635mm | 6-32 (iin © 1808 15.875mm | 15675mm | 635mm | 440 | o1M9929 = 
Hex Female, Brass Standoffs -Zinc-Plated © 2205 254mm | 254mm | 636mm | 440 | 89F1943 = 
@ HTB-4-250A 6.36mm 636mm | 635mm | 440 | 93N2159 | 18.33 02206 | S8Imm_ | 88.imm_ | 6.35mm_| 440 
@ HTB-4-375A 9.525mm | 9.625mm | 635mm | 4-40 | 93N2160 | 48.47 92207 5.8mm 50.8mm_ | 6.35mm_| 440 | 89F1928 = 
@ HTB-4-500A 12.7mm 127mm | 635mm | 4-40 | 93N2161 | 35.74 ©2208 836mm 6.35mm_ | 6.35mm_| _6-32__|__89F1947 = 
@ HTB-4-750A 19.05mm | 19.05mm | 635mm | 440 | 93N2162 | 86.58 Sie! 9.525mm | 9.625mm_ | 6.35mm_ | 632 | 62W4990_ | 0.30 
@ HTB-4-1000A 25.4mm 254mm | 6.5mm | 4-40 | 93N2163 | 34.01 @2210 127mm 127mm | 635mm | _6:32__| 624991 0.48 
“eHTE6250, | 635mm | 635mm | 6asum | 622 enn = 01819 15.875mm | 15675mm | 635mm | 6-32 | O1M9941 = 
@ HTB-6-375A 9.525mm | 9.525mm | 635mm | 6-32 | 93N2165 | 52.68 aul 19.05mm | 18.05mm_ | 635mm _| 682 __ (AGASSI Se 
@ HTB-6-500A T27mm | 127mm | 635mm | 632 | 93N2166 | 44.93 wai 19.05mm | 18.05mm_| 6.35mm | 6-32 | RGEWASEZI REGIE 
@HTB-6-750A 19.05mm | 19.05mm | 635mm | 632) eanzte7 | 60.43 © 1816 22.225mm | 22.225mm | 635mm | 632 | s9F1941 = 
@HTB6-1000A | 254mm | 254mm | 635mm | 632 | 93N2168 | 94.60 O65 Z22e5mm | 22.225mm | 635mm | 6-32 | RSSWSOSIIRE GIES 
©2746 508mm | 50.8mm | 635mm | 6-32 | 92N5288 | 188.60 peli cid 254mm | 254mm | 6.36mm | 6-32 (ROE RIES 
Round Female, Aluminum Standoffs - Iridite Finish oe 26.4mm 25.4mm 6.35mm 6-32 52K9607 0.55 
© SPC21591 635mm | 635mm | 635mm | 440 | 11M2208 | 20.09 eee 38mm | 38mm | 685mm _| 632 (RBanIEZS = 
@ SPC21589 25.4mm 24mm | 635mm | 440 | 41M2206 | 20.07 cella 6.35mm 6.36mm__ | 6.35mm_| _8-32__| 563980 | 0.34 
@ SPC21592 38.1mm 381mm | 635mm | 4-40 11M2209 | 67.83 e227 | 127mm | 127mm | 6.35mm_| 8-32 | B9FI933_ | 
@ SPC21598 ‘27mm | 127mm 1 635mm | 632) M2218 | 19.37 © 1827 15.875mm | 15675mm | 635mm | 8-32 |  80F1936 = 
@ SPC21601 19.05mm | 19.05mm | 635mm | 6-32 | M2218 | 27.14 S221) 254mm 25.4mm__ | 6.35mm_| 8-32 | 02M0026 _ 
@5pcn1507 24mm} 254mm 1 635mm 1632) vimana} 54.01 © 1474E 254mm | 254mm | 636mm | 832 | G62W5568 | 0.99 
© SPC21599 381mm | 381mm | 635mm | 632 | 11M2216 7.94 o 7721 508mm | 508mm | 6.36mm | 832 |i = 
Pii:9998 Round Female 
- © 3490 381mm | 381mm | 635mm | 632 |  89F2625 = 
©3496 254mm | 254mm | 636mm | 632 |  89F2620 = 
PIM_9280 
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KEYSTONE 


@ Indicates RoHS Compliant | Find Datasheets Online 


HEX MALE/FEMALE THREADED STANDOFFS (CONT.) 


STANDOFFS Price per 
Passivated Stainless steel threaded standoffs are also _ ia Overall Thread | Thread Pkg. 
available; go online or call COs Mfg. PartNo. | Length } Length | Width | Size Size | Stock No. 1+ 
Hex Male-Female, Stainless Steel 
@ 2089 206mm | 159mm | 6.35mm 4-40] 95F4005 am 
© 2090 23.8mm | 191mm | 6.35mm 4-40 | 95F4008 = 
PIM_9282 
ris per 
9g. 
Mfg. Part No. eas Length | Width yaie es Stock No. 1+ THREADED MALE/FEMALE STANDOFFS multicomp 
Hex Female, Aluminium, Iridite Finish 
@ 8404 26.9mm | 22.2mm | 6.35mm 4-40 74M8496 = Thread Length External RoHS _ 
— ee 
© 8406 3.3mm | 286mm | 635mm 4-40 | o2Mos62 ae — _ al ied ———_{ ——— (nn Avalatle, 
© 8426 fomm | 9.5mm | 635mm 6-32 | 02M0714 = ae 
@ 8421 41.3mm 34.9mm | 6.35mm 6-32 02M0710 ea a iw 
© 8422 445mm | 381mm | 635mm 6-32 | 62W5298 0.99 ; 
@ 8423 477mm | 41.3mm | 635mm 6-32 | 89F2001 = Sold in. packages.of 100, 
@ 8424 50.9mm | 44.5mm | 6.35mm 6-32 | 02M0712 rae: bael ae fee 
© 8425 57.2mm_| 60.8mm_|_6.85mm 6-32 OeMOs = Mfg. Part No. Length Length | Width | Size | StockNo. | 4-d+ 
Hex Female, Stainless Steel Hex Male-Female 
@ 2122 26.5mm_ | 19.1mm_| 8.35mm 6-32 maves009 = @ SPC21573 6.35mm 635mm | 635mm | 440 | 41M2190 | 33.78 
Hex Male-Female, Aluminium, lridite Finish @ SPC21575 9.525mm 9.525mm 6.35mm 4-40 741M2192 34.53 
© 8714 ‘timm_ | 84mm_| 635mm 440 [eSOha709 0.41 @ HMFB-4-250A 11125mm | 635mm | 635mm | 4-40 | 93N2190 | 52.38 
© 8400 142mm | _9.5mm_ | ‘635mm 440 ones ae @ SPC21572 12.7mm f27mm | 635mm | 440 | 11M21¢9 | 35.60 
© 8412 56.5mm_| 50.8mm_| 6.35mm 4-40 baeoe2 = @ HMFB-4-375A 14.205mm | 9.525mm | 635mm | 440 | 93N2191 | 20.66 
© 8717 12.8mm_| 8.4mm | 6.35mm 6-32 |ibzwio3ss 0.50 @ SPC21576 15.875mm | 15.875mm | 635mm | 440 | 41M2193 | 32.30 
© 8413 18.amm_ | 9.5mm | 6.35mm 6-32 ieaieabe = @ SPC21574 19.05mm | 19.05mm | 635mm | 440 | 11M2191 | 25.44 
@ 8417 22.225mm | 222mm | 6.5mm 6-32 | 89F2009 = ea 20.65mm | 16875mm | 635mm | 440 | 92n5298 1 70.57 
© 8416 26.5mm_| 191mm | 636mm 6-32 (eM 0.57 ©2757 23.825mm | 19.05mm | 635mm | 440 | 92N5299 | 64.05 
@ 8418 31.8mm 254mm | 6.35mm 6-32 62W5294 0.58 @ SPC21571 25.4mm 25.4mm 6.35mm 4-40 41M2188 55.18 
© 8428 254mm | _15.9mm_| 625mm 8-32 (BEANO 0.56 @HMFB-4-500A | 30.175mm | 254mm | 635mm | 440 | 93N2192 | 53.23 
© 8433 41.3mm_| 31.8mm | 635mm 8-32 | 62W5306 0.23 @ceOd1G7S 635mm | 635mm | 635mm | 632 [ilRRINeHGein ane 
© 8437 54mm | 44.5mm | 6.35mm 8-32 | 04M4816 = earcricet 9525mm | 9.525mm | 635mm | 632 | 41M2198 1 96.49 
© 8438 80.3mm_| 50.8mm | 6.35mm 8-32 [SO F388 = @ HMFB-6-250A t27mm | 635mm | 635mm | 632 | 93N2193 | 62.13 
Hex Male-Female, Brass, Nickel Plated @ SPC21578 12.7mm 127mm 6.35mm 6-32 71M2195 30.64 
© 24314 20mm f2mmi..|,_ismmn M3 eebieeny 0.83 @ HMFB-6-375A 15.875mm | 9.525mm | 635mm | 6-32 | 93N2194 | 59.68 
@ 4322 Zomnini 3 6 sHlmnin | o-omin 4] is SEIS = © SPC21582 15.875mm | 15.875mm | 635mm | 632 | 41M2199 | 41.54 
0 4323 28mm | 20mm | 55mm | M3 = 3502422 a SuNFESSO0A 19.05mm | 127mm | 636mm | 632) 9aNa195 | 53.75 
©8713 ‘11mm __| 6.4mm | 635mm 440 ee 0.66 © SPC21580 79.05mm | 19.05mm | 635mm | 632 | 44M21e7 | 21.42 
© 7200 14.2mm_|_9.5mm_|_6.35mm 4-40 | 89F1989 = @ 2759 22.225mm | 15.875mm | 635mm | 6-32 | 92N5301 | 67.58 
© 1945 20.6mm_|_ 5.9mm _|_6.36mm 4-40 (aGzto608 0.63 @ SPC21577 24mm | 254mm | 635mm | 632 | ‘M2104 | 36.54 
@ 1946 23.08mm 19.1mm | 6.35mm 4-40 62W5605 0.59 @ HMFB-6-1000A 31.75mm 25.4mm 635mm 6-32 93N2197 102.88 
© 7203 4emm | 41.3mm | 635mm 4-40 | 62W5724 1.62 ee sproices Soa 127mm | 635mm | 6-32 Iga eer 
© 8716 128mm __| 6.4mm | 635mm 6-32 Meena 0.47 ©2761 19.05mm | 9.525mm | 635mm | 832 | 92N5303 | 52.75 
© 7210 de.oram_|_9comm_|'.6.s6mm 6-32 (eee = © SPC21586 79.05mm | 19.05mm | 635mm | 832 | 11M2203 | 50.09 
@ 1952 191mm__| 127mm _| 6.35mm 6-32 GZWSSIT 0.81 @ HMFB-8-500A 22.225mm | 127mm | 635mm | 832 | 93N2203 | 46.10 
@ 1644 25.4mm 25.4mm | 6.35mm 6-32 62W5578 1.30 @2727 25.4mm 45.875mm 6.35mm 8-32 92N5269 47.14 
@ 1954 25.5mm_|_19.1mm_|_6.85mm 6-32 (beMoore 0.87 @ SPC21584 254mm | 254mm | 635mm | 632 | 41M2201 | 69.49 
@72tt 28.6mm__| 22.2mm | 6.35mm 6-32 Bee = @ HMFB-8-750A 28.575mm | 19.05mm | 635mm | 832 | 93N2204 | 94.10 
© 1645 asim, |/-38-1mm: || 6.35mi 6-32 ESAWoS7g 1.59 @HMFB-8-1000A | 34.925mm | 254mm | 635mm | 832 | 93N2208 | 100.10 
© 1955 38.2mm | 31.8mm | 635mm 6-32 | 94F688 1.52 Hex Male-Female, Brass, Nickel Plated 
@ 7214 Se Tmin | ssn | S.samnin 6-32 eel 1.62 @ 1954 255mm | 191mm | 635mm | 632 | 62W5613 | 0.67 
@ 1646 50.8mm | 50.6mm | 6.35mm 6-32 | 89F1961 = aca 
© 1957 222mm | 127mm | 635mm 8-32 | 62W5615 0.66 = 
© 1958 24mm | 159mm | 635mm 8-32 | 62W5616 0.94 
© 1960 34.9mm_ | 25.4mm | 6.35mm 8-32 | 62W5618 1.47 ROUND THREADED NYLON STANDOFFS ApRATRON HH Smith 
@ 1961 413mm | 31.8mm | 635mm 8-32 | 62W5619 151 vai 
© 1963 47.6mm | 381mm | 6.35mm 8-32 | 62W5621 1.60 Geetinsian 
©7224 50.8mm | 41.3mm | 635mm 8-32 | 62W5730 171 
Hex Male-Female, Nylon 6/6 A 
© 4800 Timm | 64mm | 635mm 4-40 | 46F1034 = a, e+ encte 
Standoffs available in 4-40, 6-32, and 8-32 threaded holes. 0.75” (19.05) long, tap is 0.375” (9.53) from each 
@ 4801 14.2mm 9.5mm_|_6.35mm 4-40 16F1035 ae end, not continuous. Sold in packages of 100. 
@ 4803 20.6mm 15.9mm | 6.35mm 4-40 16F1037 — Price per 
© 4806 30.imm | 254mm | 635mm 4-40 | 625681 0.43 Bail aos Pkg. 
@ 4810 42.8mm 38.1mm | 6.35mm 4-40 16F1044 -— Mfg. Part No. Length Length Width Size Stock No. 1+ 
©4814 128mm | 6.4mm | 635mm 6-32 | 16F1048 = Round Female 
© 4815 159mm | 9.5mm | 635mm 6-32 | 46F1049 = © 4056 12.7mm f27mm | 6.35mm 4-40 30F1463 | 147.16 
©4817 223mm | 159mm | 635mm 6-32 | 46F1051 = @ 4062 24mm | 254mm | 635mm 4-40 30F1469 | 93.77 
© 4818 255mm | 191mm | 635mm 6-32 | 46F1052 = © 4051 635mm | 635mm | 635mm 6-32 30F1458 | 65,93 
© 4822 38.2mm | 31.6mm | 635mm 6-32 | 16F1056 = © 4054 9.525mm | 9.525mm | 635mm 6-32 30F1461_ | 63.60 
© 4830 222mm | 127mm | 635mm 8-32 | 62W5705 0.19 @ 4057 27mm | 127mm | 635mm 6-32 30F1464 | 136.29 
© 4841 60.3mm | 50.8mm | 635mm 8-32 | 46F1075 = @ 4060 79.05mm | 19.05mm | 635mm 6-32 30F1467 | 151.53 
Hex Male-Female, Stainless Steel @ 4063 25.4mm 25.4mm 6.35mm 6-32 30F1470 111.71 
@ 8712 Timm | 64mm | 635mm 4-40 | 50F4710 1.05 PIM..9287 
© 2088 474mm | 12.7mm | 635mm 4-40 | 50R4713 154 
> CONTINUED > 
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HARDWARE — STANDOFFS 


METRIC HEX FEMALE STAINLESS STEEL STANDOFFS QAP METRIC HEX FEMALE STAINLESS STEEL STANDOFFS (CONT.) 
se Overall Thread | Price Each 
BATEARDWARE Mfg. Part No. Length Length Width Size Stock No. 1-99+ 
a Division of MW Industries, Inc. Hex Female 
Gepiinyen @ M1309-3005-SS 12mm 12mm 6mm M3 2777957 0.98 
Available @ M1309-4007-SS ‘2mm | 12mm | 6mm 4 2777960 0.98 
© Stainless Steel @ M1310-3005-SS 13mm 13mm 6mm M3 2777963 1.20 
Overall Thread [Price Each_ @ M1310-4007-SS 13mm 13mm 6mm M4 2777966 0.99 
Mfg. Part No. Length | Length | Width Size Stock No. | _ 1-99+ PIM_194763 
HexFemale 
© M1250-2545-SS 3mm 3mm] 45mm | M25 2717765 1.22 
puis oan aaah Ginn - mae nea METRIC HEX FEMALE ALUMINUM STANDOFFS — QAP 
“e@i251-2545-88 | 4mm | 4mm | 45mm | M25 | a7t7771 | 080 a eae ELEET RON 
© M1251-3005-SS 4mm 4mm | 4.5mm WB 217774 1.25 a Division ot MW industries, nc 
© M1252-2545-SS 5mm Smm | 45mm | M25 27777 072 aie 
@ M1252-3005-SS 5mm 5mm | _ 4.5mm wa 2717780 0.89 Gee sinpian 
© M1253-2545-SS mm 6mm | 45mm | M25 2717783 0.88 «Aion 
@ M1253-3005-SS mm 6mm | 4.5mm WB 2717786 0.90 5 
@ M1254-2545-SS 7mm 7mm | 45mm | M25 2717789 0.76 bat ‘ Thread fee 
Mfg. Part No. Length Length Width Size Stock No. 1-99+ 
@ M1254-3005-SS 7mm 7mm | 4.5mm wa 2717792 1.44 fearande 
© M1255-2545-SS 8mm amm | 45mm | M25 2717795 0.82 BieROSIEAL anni ann ql Asn | os 217763 mee 
@ M1255-3005-SS 8mm 8mm__|_ 4.5mm M3 Cine 0.82 @ M1250-3005-AL 3mm 3mm | 4.5mm wa 2717766 0.31 
@ M1256-2545-SS omm amm | 45mm | M25 2777801 1.03 SstosicAL ian reel Boe 2717769 aa 
@ M1256-3005-SS 9mm gmm__|_4.5mm M3 PTSD li @ M1251-3005-AL 4mm 4mm | 45mm wa 217772 0.73 
@M1257-2545-SS_ | 10mm_ | 10mm | 45mm | M25 | err78o7 | 31 t052-2545-AL 5mm Smm | 4.5mm | M25 2717775 0.36 
@ M1257-3005-SS tomm | 10mm | 4.5mm MS EAA OBS @ M1252-3005-AL Smm Smm_ | 4.5mm wa 2717778 0.50 
@ M1258-2545-SS timm | timm | 45mm | M25 2717813 1.45 Ta a ean; | dean) MOS 2717781 060 
@ M1258-3005-SS timm | timm_|_ 4.5mm M3 Cann cS @ M1253-3005-AL mm émm | 4.5mm wa 2717784 0.93 
@ M1259-2545-SS tamm | 12mm | 45mm | M25 2777819 1.64 eiGdeaL aa Gaim: ol cA Sma ol M25 2717787 aan 
@ M1259-3005-SS Tamm | 12mm | 4.5mm wa 2717822 0.90 BiiDES00EAL 7inhh jin 24S M3 2717790 0.55 
@ M1260-2545-SS tamm | 13mm | 45mm | M25 2777825 1.68 Bins EIEAL ara mm} 4mm 1 M25 2717793 ara 
@ M1260-3005-SS 13mm 13mm 4.5mm M3 2777828 0.93 @ M1255-3005-AL 8mm 8mm 4.5mm M3 2777796 0.89 
@ M1261-2545-SS 14mm 14mm 4.5mm M2.5 2777831 1.51 @ M1256-2545-AL Omm 9mm 4.5mm M2.5 2777799 0.57 
@ M1261-3005-SS ‘4mm | 14mm | 4.5mm WB 2717834 1.25 BEAL ont Gann | oAaarh w3 2717802 ater 
@ M1262-2545-SS 15mm 15mm 4.5mm M25 2717837 0.98 "@i257-2545-AL | 10mm | 10mm | 45mm | M25 | 2777805 | 020 
@ M1262-3005-SS 15mm 15mm 4.5mm M3 2777840 0.98 @ M1257-3005-AL 40mm 40mm 4.5mm M3 2777808 0.39 
@ M1263-2545-SS 16mm 16mm 4.5mm M2.5 2777843 1.79 @ M1258-2545-AL 41mm 41mm 4.5mm M2.5 2777811 0.60 
@ M1263-3005-SS témm | temm | 4.5mm M3 2777846 0.99 ie i050 AL fmm | tame domme TE 2717814 061 
@ M1264-2545-SS ‘mm | t7mm_| 4.5mm | M25 | 2777849 1108 @ M1259-2545-AL famm | tamm | 45mm | M25 2717817 0.15 
© M1264-3005-SS_ | 17mm fmm | 4mm | MS 277852 | 1.08 1259-3005-AL 12mm Tamm | 4.5mm MS 2777820 0.56 
@ M1265-2545-SS Tamm | 1emm | 45mm | M25 2777855 1.414 SEA aan clo ammo | asm | MES 2717823 ae 
@ M1265-3005-SS tamm | 18mm | 4.5mm wa 2717858 144 SHIRE TEAL Tammicc | amma ca SAR 1B Fah aa 
@ N1266-2545-SS tgmm | 19mm | 4.5mm | M25 nk 1.62 © M1261-2545-AL qamm | 14mm | 45mm | M25 2717829 0.80 
@ M1266-3005-SS 19mm 19mm 4.5mm M3 2777864 AS @ M1261-3005-AL 14mm 14mm 4.5mm M3 2777832 0.59 
@ M1267-2545-SS 20mm | 20mm | 45mm | M25 CANT 1.13 © M1262-2545-AL t5mm_ | 15mm | 45mm | M25 2717835 0.83 
@ M1267-3005-SS 20mm 20mm 4.5mm M3 2777870 2.26 @ M1262-3005-AL 15mm 15mm 4.5mm M3 2777838 0.51 
@ M1268-2545-SS 21mm | 2imm | 4.5mm _ | M25 emer 1.49 © M1263-2545-AL fémm | 16mm | 45mm | M25 2717841 0.62 
@ M1268-3005-SS 21mm 21mm 4.5mm M3 2777876 1.19 “@imi263-3005-AL. | tomm | ‘6mm | 45mm | MO | 2717844 | 053. 
@ M1269-2545-SS 22mm | 22mm_ | 4.5mm | M25 UUs To 1.20 © M1264-2545-AL 47mm | 17mm | 45mm | M25 2717847 0.90 
@ M1269-3005-SS 22mm 22mm 4.5mm M3 2777882 1.20 @ M1264-3005-AL 17mm 17mm 4.5mm M3 2777850 0.66 
@ M1270-2545-SS 23mm 23mm 4.5mm M2.5 2777885 1.50 @ M1265-2545-AL 18mm 18mm 4.5mm M2.5 2777853 0.57 
@ M1270-3005-8S 23mm | _23mm_| 4.5mm M3 TUES, 1.96 @ M1265-3005-AL Tamm | 18mm | 4.5mm wa 2717856 0.57 
@M1271-2545-SS_ | 24mm | 24mm | 45mm | M25 | 2rT7eot | 1.23 i266-2545-AL fomm | 19mm | 45mm | M25 2777859 1.00 
@ M1271-3005-SS 24mm 24mm 4.5mm M3 2777894 1.23 @ M1266-3005-AL 19mm 19mm 4.5mm M3 2777862 0.92 
@ M1272-2545-SS 25mm | 25mm | 45mm | M25 2717897 1.20 aa TT Sone | oom cal casi TMD § OTT7865 GF 
@ M1272-3005-SS 25mm | 25mm | 4.5mm wa 2777900 1.95 am VIDeT0DEAL oon | 20mm | oA:Smmn wa 2717868 0.93 
@ M1300-3005-SS 3mm 3mm émm wa 2777903 0.75 eilDeeDRIeAT atm | o2tmm > | cksmme | OM2S 2717871 0.58 
© M1300-4007-SS 3mm 3mm 6mm M4 CETTE ilies @ M1268-3005-AL 2imm | 2imm | 4.5mm WB 2717874 0.74 
@ M1301-3005-SS 4mm 4mm 6mm M3 2777909 0.77 @ M1269-2545-AL 22mm 22mm 4.5mm M2.5 2777877 0.64 
@ M1301-4007-SS 4mm 4mm @mm wa 2777912 1.40 11280-2004 Te] eT en 1B 2777880 ata 
@ M1302-3005-88 5mm 5mm mm M3 CUES 0.81 @ M1270-2545-AL 2mm | 23mm | 45mm | M25 2717883 0.89 
© M1302-4007-SS 5mm 5mm 6mm M4 UTOAS, 1.46 @ M1270-3005-AL 23mm | 23mm | 4.5mm m3 2777886 0.69 
@ M1303-3005-SS mm mm 6mm wa 2777921 0.84 “eMiz712545aL | 24mm | 24mm | 4.5mm | 2.5 
@ M1303-4007-SS 6mm 6mm 6mm M4 ers28 Wes @ M1271-3005-AL 24mm | 24mm | 4.5mm MS 2777892 0.70 
@ M1304-3005-SS 7mm 7mm 6mm M3 REAL Oey @ M1272-2545-AL 25mm | 25mm | 45mm | M25 2777895 0.60 
@ M1304-4007-SS 7mm 7mm 8mm MA 2UUT50 urea @ M1272-3005-AL 2mm | 25mm | 4.5mm MS 2777898 0.98 
@ M1305-3005-SS 8mm 8mm 6mm M3 CUE 0.90 @ M1300-4007-AL 3mm 3mm émm wa 2777904 0.32 
@M1305-4007-SS_ | 8mm fmm om MA 2777936 | 0.90 1300-3005-AL 3mm 3mm @mm MS 2777901 0.59 
@ M1306-3005-SS omm omm mm wa 2777939 0.94 SihateaL aaa ain ann ve ae aa 
@ M1306-4007-SS 9mm 9mm 6mm M4 2777942 1.70 @ M1301-4007-AL 4mm 4mm 6mm M4 2777910 0.32 
@ 11307-3005-SS Tomm | 10mm | 6mm wa 2717945 1.56 g11303.3006:41 a ami emi TE 2717913 0.35 
@ M1307-4007-SS 10mm 10mm 6mm M4 2777948 1.57 @ M1302-4007-AL 5mm 5mm 6mm M4 2777916 0.35 
@ M1308-3005-SS 11mm 11mm 6mm M3 2777951 api @ M1303-3005-AL 6mm 6mm 6mm M3 2777919 0.56 
@ M1308-4007-SS fimm | timm | 6mm wa 2777954 0.92 Parent Bain ain anni 7 2717922 ay 
@ M1304-3005-AL 7mm 7mm 6mm wa 2777925 0.38 
> CONTINUED > > CONTINUED > 
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METRIC HEX FEMALE ALUMINUM STANDOFFS (CONT.) WASHERS @ 
vera ae Price Each multicomp 
Mfg. Part No. Length Length Width Size Stock No. 1-99+ RoHS 
Hex Female Ge tinoiat 
Available 
@ M1304-4007-AL 7mm 7mm 6mm M4 2777928 0.38 
@ M1305-3005-AL 8mm 8mm 6mm M3 2777931 0.57 
@ M1305-4007-AL 8mm 8mm 6mm M4 2777934 0.38 
@ M1306-3005-AL 9mm 9mm 6mm M3 2777937 0.71 
@ M1306-4007-AL 9mm 9mm 6mm M4 2777940 0.39 WLI WLS 
@ M1307-3005-AL 10mm 10mm 6mm M3 2777943 0.40 Trice per 
@ M1307-4007-AL 40mm tomm | 6mm M4 2777946 0.40 External Pkg. 
@ M1308-3005-AL 11mm 11mm 6mm M3 2777949 0.60 Mfg. Part No. Diameter Stock No. 1-9+ 
@ M1308-4007-AL 11mm 41mm 6mm M4 2777952 0.41 Steel, External Tooth Lockwashers - Zinc Plated 
@ M1309-3005-AL 12mm 12mm 6mm M3 2777955 0.42 @ WLE-04-016-SC 6.477mm 30F644 2.58 
@ M1309-4007-AL 12mm 12mm 6mm M4 2777958 0.42 @ SPC21888 7.112mm 18M6069 = 
@ M1310-3005-AL 13mm 13mm 6mm M3 2777961 0.51 @ SPC21889 8.332mm 18M6070 = 
@ M1310-4007-AL 13mm 13mm 6mm M4 2777964 0.82 SPC21890 9.525mm 18M6071 49.92 
PIM_194743 Steel, Internal Tooth Lockwashers - Zinc Plated 
WLI-02-012-SC. 5.08mm 31F 2243 = 
@ WLI-04-017-SC 6.858mm 31F2245 2.32 
STANDOFF AND SPACER ENGINEERING Y 
KITS E S STONE @ WLI-06-018-SC 7.493mm 31F2246 12.48 
cae @ WLI-08-021-SC 8.636mm 31F2247 = 
Gee einoian @ WLI-10-024-SC 9.678mm 31F2248 = 
Nvaiable “@ WLE25-030-8C 12.142mm 31F2249 140 
PIM_9305 
Spring 
Price per 
Internal External Pkg. 
Mfg. Part No. Diameter Diameter Stock No. 1-9+ 
Steel, Split Type Washers - Zinc Plated Steel 
WLS-06-018-SZ 3.76mm 6.35mm 31F2161 ae 
Ideal for R&D, prototype, maintenance and low-volume users. Popular lengths for mix-and-match design WLS-10-024-SZ 5.131mm 8.484mm 31F2163 4.16 
flexibility. PIM_5512183 
STR series kits supplied with threaded female hex and male-female hex standoffs in both aluminum with clear 
iridite finish and nylon 6//6 materials. 
SCR series kits are supplied with round clear hole spacers in aluminum with clear iridite finish, brass with a Fibre 
nickel finish, nylon 6//6 and flat aluminum precision formed into a round spacer. All kits come in a convenient : 
mini-cabinet with clear plastic drawers. Price per 
Each kit contains 25 pieces of each assortment. Internal External Pkg. 
Pricoleach Mfg. Part No. Diameter Diameter Stock No. 1-9+ 
Mfg. Part No. Description Stock Nol mama ane Fibre, Shoulder Washers - Black Vulcanized Fiber 
@SCR6 400-Pcs of #6 1/4”, 1/2", 3/4” & 1” Clear Hole Spacers 65H4612 | 158.25 @ SPC21879 3.582mm 7.951mm 18M6060 13.75 
@stR-440 |4-40 Threaded 1/4", 1/2", 3/4 & 1” Standoffs & 4-40 Threaded] 65H4616 | 297.39 @ SPC21880 4.369mm 9.525mm 18M6061 17.00 
Panhead Screws @ SPC21881 5.157mm 11.126mm 18M6062 = 
@STR-632 | 6-32 Threaded 1/4”, 1/2”, 3/4” & 1” Standoffs & 6-32 Threaded | 65H4617 297.39 PIM_5512180 
Panhead Screws 
@ STR-832 | 8-32 Threaded 1/4”, 1/2”, 3/4” & 1” Standoffs & 8-32 Threaded | 85H0153 442.64 5 
Panhead Screws Plain 
PIM_77702 Price per 
Internal External Pkg. 
Mfg. Part No. Diameter Diameter Stock No. 1-9+ 
SCREW INSULATOR/BUSHINGS I @ Steel, Flat Washers - Nickel Plated Steel 
mu iticomp @ SPC21883 3.175mm 7.925mm 18M6064 6.76 
@ SPC21884 3.963mm 9.525mm 18M6065 Saiz) 
+ .007 RoHS | 
+ .007—+— A—> { compliant @ SPC21885 4.776mm 11.126mm 18M6066 5.98 
ee ee =} @ SPC21887 7.138mm 15.875mm 18M6068 os 
“y PIM_5512181 
(*) dab HAND CLAMP TOOL 
D Features: D RATOOL 
+ .005 @ Adjustable joints for movement and placement in all 
x \- + 005 directions \ 


Product Specifications: 

© SIB-0403 (*0.115”) - Size: #4, L = 0.046", A= 
0.235”, B = 0.047", F = 0.145” 

© SIB-0406 (*0.115”) - Size: #4, L = 0.093", A= 

Used with high-strength, noninsulated screws. Wide flange isolates screw from mounting surface. Can also 


0.235”, B = 0.047", F = 0.145" 
© SIB-0616 (**0.140") - Size: #6, L = 0.250", A= 
0.290", B = 0.047", F = 0.170" 


@ Heavy cast-iron base for stability (mfg. part no. 22-9730 


only) 


@ Distortion free magnifying glass for closer inspection 
@ Adjustable arms with alligator clips hold objects for 


hand free work 


be used as a lightweight load bearing. Requires no lubrication. Constructed of nylon. Color: natural. Sold in 
packages of 100. 
Price per 
Internal External Pkg. 22-9730 
Mfg. Part No. Diameter Diameter Stock No. 1-9+ Price Each 
Nylon 6.6 (Polyamide 6.6) Mfg. Part No. Magnification Stock No. 1+ 
@ SIB-0406 2.92mm 5.97mm 28F1912 = Clamp Tool with Magnifier 
@ SIB-0403 2.92mm 5.97mm 28F1910 ze 22-9730 te 58M3108 6.35 
@ SIB-0616 3.57mm 7.37mm 28F1915 = Helping Hands Tool 
PIM_32985 21-10285 4779915 3.86 
Helping Hands Tool with Magnifier 
21-10280 2x 4779914 4.46 
> CONTINUED > 
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HAND CLAMP TOOL (CONT.) 
21-10275 | 4X 
PIM_116705 


4779913 4.26 


INSPECTION MIRRORS 


ID URATOOL| 


Zo a aren 


TL10484 


TL10483 
Inspection mirror TL10483 contains a chrome finish telescopic shaft, non slip cushion grip handle which, 
extends from 14” to 30”, Mirror size: 2” x 4”. 
Mfg. part no. TL0484 telescopic mirror contains a chrome finish telescopic shaft with pocket clip which can 
extend from 5” to 18-1/2”. Diameter: 1-1/4”. 
Mfg. part no. 21-8500 adjustable telescopic mirror has double jointed head and pivots a full 360°. Includes a 


pocket clip and extends 24” to help see around tight spots. Diameter: 1-1/2”. 
Shaft Handle Price Each 
Mfg. Part No. Length Dia. Type Stock No. i+ 
21-8500 24” 1.5" Telescopic 12M5187 = 
TL10483 30” Telescopic 97M9417 2.67 
PIM_116727 


INSPECTION MIRRORS AND MAGNIFIER 


555, 557, 558, 560 


80557 80560 


Available Models: mirror. 11-1/2"L; extends to 16”. 
@ Mfg. part no. 555 1-1/4" diameter mirror. Plated © Mfg. part no. 565 2.5x illuminated inspection 


PRODUCTION SUPPLIES 
INSPECTION 


PROVUE TOUCH LED MAGNIFYING LAMPS (CONT.) 

ProVue Touch LED magnifying lamps feature touch sensitive 3 stage on-off switch & for controlling light intensity 
and modern slim design. Industrial grade spring balanced enclosed arm stays put in any position. Lens can be 
easily removed and replaced when necessary with lens cover included. Dual voltage: operates at 110V or 220V. 


Arm Price Each 
Mfg. Part No. Magnification Length Stock No. 1+ 
26508-LDV 1.75X/2.25X 35” 9273367 -_ 
26508-LED 1.75X/2.25X 36” 8371978 —_ 
PIM_209463 


LFM LED MAGNIFIERS 

Features: 

@ 9.5W dimmable LEDs (10W total power con- 
sumption) 

@ 4000°K color temperature 

@ Diecast aluminum housing 

@ 5” diameter lens 

@ 3 (1.75X) or Sdiopter (2.25X) lens 

e 

e 

e 


CT LUXO) 


45” or 30” heavy-duty internal spring K-arm 

Edgeclamp or weighted base mount 

Color: light grey 
LFM LED Magnifier is Luxo's most cost-effective 
addition to its growing line of LED Magnifiers. 9.5W 
dimmable LEDs (with a total power consumption of 
10W) with a 4000°K color temperature guarantees both 
energy savings and accurate color rendition. The LFM 
LED Magnifier is well-equipped for any inspection or 
assembly application. 
Luxo's new STAYS lenses are for use with KFM LED, 
KFM, WAVE LED, WAVE+Plus, LFM LED and Circus Magnifiers. 4-diopter (2x), 6-diopter (2.5x) or 10-diopter 
(3.5x) lenses are available. The diameter of the STAYS lens itself is 2” (2.5” including the silicon gasket frame). 


Arm Price Each 
Mfg. Part No. Magnification Length Stock No. [ 1+ 
Edge Clamp 
LFLO26108 1.75X 30” 09X6506 — 
LFLO26106 1.75X 45” 09X6504 = 
LFLO26109 2.25X 30" 09X6508 = 
LFLO26107 2.25X 45" 09X6505 = 
Weighted Base 
18351LG 1.75X 30” 09X6507 = 
18353LG 2.25X 30" 09X6509 = 
Price Each 
Mfg. Part No. Description Stock No. [ * 
SPD026119 STAYS Lens - 10 Diopter 09X6512 = 
SPD025980 STAYS Lens - 4 Diopter 09X6510 =e 
SPD025979 STAYS Lens - 6 Diopter 09X6511 = 
PIM_211451 


holder. Knurled handle has ball-and-socket joints. magnifier, plastic, arm length 9.75” 
© Mfg. part no. 557 2-1/2” diameter mirror with © Mfg. part no. 80560 33” LED-lighted rectangular MIGHTY VUE AND PROVUE MAGNIFYING LAMPS gf Ne 
telescoping 15” handle. inspection mirror, rotates 360°. Features: ~\ 
© Mfg. part no. 558 oval 1 x 2” mirror. 9”L. © Mfg. part no. 80557 34.25” LED-lighted round © Magnification: 1.75X (3 Diopter) Ny 
© Mfg. part no. 560 oblong 3-1/2 x 2” telescoping inspection mirror, rotates 360° © Lens size: 7 x 6” \ AVE N 
Shaft Handle Price Each e peas arm length: 30” or mfg. part no. 26505-LED 
‘ aa I only 
Mfg. Part No. Length Dia. Type : Stock No. ihe © Bulb: two 9 watt flourescent bulbs 
555 8” 1.25" Telescopic 50F9084 10.39 © Color: ivory or mfg. part no. 26505-ESD black ESD safe 
558 g" iY Telescopic 34F443 12.47 © Weight: 10lbs. 
557 15" 2.25" Telescopic 95B0366 14.86 Mighty Vue Magnifying Lamp features a large 7 x 6in, 1.75x 
16" p Tel : 87F1158 = (3 Diopter ) crystal clear lens mounted to a high tech style mar 
560 Glescopic 16.54 resistant plastic housing with dual light sources. The large 
80560 33” 1.5" Telescopic 8877533 21.88 rectangular viewing area enables comfortable shadow free 
34,25" 15° Telescopic 8817532 21. viewing with both eyes. The housing is mounted on an internal 
piel 7 Be spring balanced arm with a 30” or 32” reach. Comes with a 5ft. 
PIM_5589 power cord. Swing-away lens 5 diopter (2.25x) is alo availble; 
go online or call. 
. Pro Vue LED 8D Magnifying Lamp reduces eye strain and 
Magnifiers vision fatigue for high-volume industrial users and is also well 
i suited for repair operations and scientific research labs. It is 
Arm Price Each ited f J i d scientifi Hh labs. Iti 
Mfg. Part N Magnificati Lencth Stock N =a equipped with 45 white SMD energy efficient LEDs that provide shadow free illumination and a 5” crystal clear 8 
- g. Fart No. - om peation eng SCKING! diopter (3x) glass lens to provide 360° distortion free viewing. White metal housing is mounted on a 45” spring 
Illuminated Inspection Magnifier, 2.5x balanced arm that stays set in any position. Lamp operates at 115VAC and comes complete with mounting 
565 2.5X 247.65mm 87F1161 46.19 clamp & 5ft power cord. 
PIM_5513238 Arm Price Each 
Mfg. Part No. Magnification Length Stock No. 1+ 
ProVue LED Magnifying Lamp, 8 Diopter (3x' 
PROVUE TOUCH LED MAGNIFYING LAMPS Ls gnifying Lamp, 8 Diopter (3x) 
\ 26501-LED-8D 3x 45 28Y7449 133.63 
¢ g Fi . 
Swing-Away Lens, 5 Diopter (2.25x) 
/ AVE N 26501-SLA 2.25X 30” 26R9346 a 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
26501-AL3 Auxiliary Lens, 3 Diopter 26R9342 18.44 
26501-RC Replacement Clamp for 26501 Series Lamps 60R3398 10.17 
eee 1.75X (34d ) 3,00X (8-d Col fi 26505-RC-ESD Replacement Clamp for 26505-ESD Series Lamps 29X6622 12.15 
® Magnification: 1. -diopter) 3. -diopter) © Color: white 7 
spot lens © Bulb: mfg. part no. 20865-LED 108 LEDs, mfg. 26505-RC Replacement Clamp for 26505-SIV Series Lamps 99W1625 es 
© Lens diameter: 7” part no. 20865-LDV 108 White LEDs/72 UV LEDs 26501-RBLED Replacement LED Board 27R1471 = 
@ Adjustable arm length: 35” © Weight: 10.8lbs. PIM_206208 
> CONTINUED > 
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PRODUCTION SUPPLIES 


INSPECTION 


Compact Fluorescent Lamps 


Power Price Each 
Mfg. Part No. Rating Stock No. 1+ 
Replacement Bulb 
26505-B09 ow 26R9351 _ 
PIM_5513237 


KFM LED MAGNIFIERS 


© 3-diopter (1.75X) or 5-diopter (2.25X) optical quality glass lens 
© Fully enclosed neck assembly and 30” or 45” reach 
Heavy-duty internal-spring K-arm 

Edge clamp or weighted base 

Color: black (ESD safe), light grey 

LICUL listed 


KFM LED is Luxo's newest, and most energy-efficient, 
addition to its growing line of KFM magnifiers ideal for any 
inspection or assembly application. Now with a dimmable 
QW LED lightsource which produces 2500 lux at 12” working 
distance, it produces nearly 75% greater light output than 
traditional KFM models. A 9/4 hour automatic shut-off feature 
further ensures energy savings. No knobs to tighten, nothing 
to adjust a flexible, self-balancing shade and hands-free neck 
design allows the lamp head to be secured in any position. 

An ESD-Safe version for use in static-sensitive environments 
is also available. The ESD-Safe lens guards against 
uncontrolled static dissipation and is protected with a special 
coating that alters the electrical characteristics at the surface 
of the material. The shade and arm are powder-coated with a metal-laced paint that measures 1010 O/sq. 
(static dissipative) making the surfaces no longer insulative. Triboelectric charging results in drastically lower 


EM LUXO) 


(= 


voltages, especially since any charge (under 50 volts) is uniformly distributed throughout the entire surface of 
the unit's head assembly. 45” heavy-duty internal-spring K-arm. 5-diopter (2.25X) optical quality glass lens. 
Edge clamp mount. Color: black. 
Arm Price Each 
Mfg. Part No. Magnification Length Stock No. 1+ 
ESD-Safe KFM LED - Edge Clamp - Black 
KFLO26027 2.25X 1143mm 85W3696 = 
ESD-Safe KFM LED - Edge Clamp - Light Gra 
18313LG 2.25X 1143mm 11X2560 = 
KFM LED - Edge Clamp - Black 
KFL026023 1.75X 1143mm 85W3687 = 
KFLO26025 2.25X 1143mm 85W3689 = 
KFM LED - Edge Clamp - Light Gray 
KFL026028 1.75X 762mm 85W3691 = 
KFLO26022 1.75X 1143mm 85W3688 eas 
KFLO26029 2.25X 762mm 85W3692 = 
KFL026024 2.25X 1143mm 85W3690 = 
KFM LED - Edge Clamp - White 
KFLO26026 2.25X 762mm 11X2559 es 
KFM LED - Weighted Base - Black 
KFL026152 2.25X 762mm 85W3694 = 
KFM LED - Weighted Base - Light Gray 
KFL026127 1.75X 762mm 85W3693 = 
KFLO26128 2.25X 762mm 85W3695 = 
PIM_209620 


WAVE® LED MAGNIFIERS 

Features: 

Lighting: two dimmable 6W LEDs 

Left/right lighting controls 

Auto shut-off 

Magnification: 3.5- (1.88X) or 5-diopter (2.25X) lens 
6.75” x 4.5” precision-ground white crown opti- 
cal-quality glass lens 

30” or 45” heavy duty K-arm with 0.5” square steel 
tubing - 20 gauge CRS 

@ Edge clamp or weighted base 

© Color: black (ESD safe), light grey \" 
© ULICUL listed ) 


WAVE LED Magnifier is Luxo’s newest, and most 
energy-efficient, addition to it's growing line of 


; HMR 2 > 


WAVE+Plus Magnifiers. The WAVE LED is ideal for 
any inspection or assembly application. No knobs to 
tighten, nothing to adjust a flexible, self-balancing shade and hands-free neck design allows the lamp head to be 
secured in any position. A fully enclosed neck assembly and 30” or 45” reach heavy-duty internal-spring K-arm 
for environments where cleanliness and sanitation are sought. ESD-Safe versions for use in static-sensitive 
environments also available in black. 
PIM_5611 
Arm Price Each 
Mfg. Part No. Magnification Length Stock No. 1+ 
ESD-Safe WAVE - Edge Clamp 
WAL025974 1.88X 762mm 87W8057 = 
WAL025972 1.88X 1143mm 69W6237 = 
WAL025973 2.25X 1143mm 69W6238 = 
ESD-Safe WAVE - Weighted Base 
WAL026134 1.88X 762mm 87W8058 = 
> CONTINUED > 
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WAVE® LED MAGNIFIERS (CONT.) 


Arm Price Each 
Mfg. Part No. Magnification Length Stock No. ra 

WAVE - Edge Clamp 

WAL025970 1.88X 762mm 87W8055 ae 

WAL025968 1.88X 1143mm 69W6382 — 

WAL025971 2.25X 762mm 87W8060 _ 

WAL025969 2.25X 1143mm 87W8059 os 
WAVE - Weighted Base 

WAL026133 1.88X 762mm 87W8056 — 

WAL026135 2.25X 762mm 87W8061 = 
PIM_209634 


SYSTEM 273 BINOCULAR MICROSCOPES WITH FIBER 
OPTIC ILLUMINATOR AND RING LIGHT 


RoHS _ 
Compliant 
Available 


23711RB Dual Boom Stand 

System 273 stereo-zoom 23mm binocular microscope is available with single or dual boom ball-bearing stand. 
A 26" stainless steel horizontal boom extension and 19.5” vertical boom are mounted to a 10x10" die-cast 
base. Ball-bearing design allows fluid horizontal extension of the boom stand. Heavy-duty, cast aluminum alloy 
housing rotates 360° in its focus mount. Features a dimmable 150W fiber-optic illuminator with continuous 
annular ring light that lets operator regulate the exact amount of light desired. These scopes come standard with 
10X super widefield eyepieces and have a zoom range from 0.7 to 4.5 giving it a magnification range of 7X-45X. 
They offer a 2” additional working distance and 15% greater field of view than comparable Luxo System 250 
models. The zoom control is operated by dual graduated knobs on both sides of head. Magnification can be 
further enchanced up to 270X through use of optional eyepieces and accessory lenses ordered separately; go 
online or call. Order mfg. part no. 23750 0.5X reducing lens separately below. 


Working Price Each 
Mfg. Part No. Magnification Distance Stock No. 1+ 
@ 23711RB 7X to 45X 203mm 48M5292 = 
0.5x Reducing Lens 
@ 23750 0.5X 30M9584 = 
PIM_101619 


IFM SERIES MAGNIFIERS 


© Sturdy, all steel construction 

@ 5” diameter lenses in 3-diopter (1.75x) or 5-diopter 
(2.25x) magnification 

@ 22W circline florescent light source 

@ Light gray or white finish 

IFM series light-duty illuminated magnifiers are perfect 

for the econonmical user. Features a built-in starter so the ¢ 

switch doesn’t have to be held down for several seconds to 

illuminate the tube. All models come with a lamp diffuser 

cover, 5-wire cord, and 22-watt fluorescent tube which 

provides shadow-free illumination. Operates on 115VAC. 


UL/CUL listed. \ 
A 
- 
Arm Price Each 
Mfg. Part No. Magnification Length Stock No. I 
Edge Clamp - Light Gray 
16345LG 1.75X 1143mm 62H0637 = 
16350LG 1.8X 762mm 30K5821 = 
16346LG 2.25X 1143mm 95H6611 es 
16352LG 2.3X 762mm 11X2558 = 
Edge Clamp - White 
16345WT 1.75X 1143mm 59M9002 Eas 
16346WT 2.3X 1143mm | 59M9004 _ 
Weighted Base - Light Gray 
16351LG 1.75X 762mm 01J0397 = 
16353LG 2.3X 762mm 0140401 ES 
PIM_5611 
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MIDAS® HAND-HELD DIGITAL MICROSCOPE 


LUXO) 


INSPECTION SYSTEM 
a 
_e 

—_ 

MIDAS MIDAS-GS MIDAS-ST 
Features: @ Auto gain control 
@ 1.3 mega-pixel USB camera @ Automatic white balance 
@ Polarizing filter prevents glare and reflection © Windows® XP SP2 and Vista operating system 
@ Adjustable 10x-200x magnification range @ 5-year manufacturer's warranty 
@ 1/4” color CMOS image sensor @ ESD Safe 


Six white-light LEDs provide abundant illumination @ UL/cUL listed 


MIDAS® (Microscope Inspection Digital Application System) is a universally-positionable digital inspection 
system which provides a versatile way of viewing, capturing and documenting images from any direction or 
angle. With a 150mm working distance at 10X magnification and a 13mm working distance at 50X magnification, 
this system is ideal for assembly, repair, inspection, leak detection, document authenticity, criminology, museum 
and artwork restoration, currency verification and gemstone and mineral examination Easily operated using a 
hand-held trigger which permits hi-resolution, 1280H x1024V pixel image capture. MIDAS® can be used alone 
or is available with either an adjustable 13.8” gooseneck arm stand (MIDAS-GS) or an adjustable boomstand 
with a 9.8” vertical and 11.6” horizontal reach (MIDAS-ST). 


Working Camera Price Each 
Mfg. Part No. Magnification Distance Type Stock No. 1+ 
MIDAS 10Xto200X 150mm 1.3 Mega Pixel 73R4317 = 
MIDAS-GS 10Xto200X 150mm 1.3 Mega Pixel 67R4350 = 
MIDAS-ST 10Xto200X 150mm 1.3 Mega Pixel 64R8673 — 
PIM_176991 
MICRO-LITE® ESD- Be. a3 moe Say” 
SAFE MICROSCOPE nee Micro-Lite % 
ILLUMINATION ie ee ek] Ce oe 


~ wo 


FL3000 


Lv2000 
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PROTECTIVE EYEGLASSES 
Fuel X2 11635 Fuel X2 11636 Fuel 2 11654 


a 


Moon Dawg 11215 Fuel 11663 


Fuel 2 11650 


“Privo 12264 


Nuvo 11411 


Features: ® Lenses absorb 99.9% of harmful UV rays 
© Good looking eye protection @ Meets ANSI Z87.1-2010 high-impact requirements 


Fuel™ X2 protective eyeglasses are an ultra-efficient blend of comfort, style, and fully-charged features. An 
evolutionary design, the frame has bold new grooved styling, rubber over-molded adjustable temples and a 
fully adjustable nose bridge for all-day comfort. The sleek frame profile and rimless lower polycarbonate lenses 
help provide uncompromised protection and performance. Each pair of Fuel™ X2 eyeglasses include a handy 
microfiber bag, lens cleaner and lanyard. 

Fuel™ 2 protective eyeglasses feature a rugged nylon frame with flared design and color accents. Tough 
polycarbonate lenses are coated for scratch resistance and 99.9% UV protection. Soft nose bridge and temple 
tips for a comfortable, head-hugging fit. Meets the requirements of CSA Z94.3-2007 and the high impact 
standards of ANSI Z87.1-2010. Each pair of Fuel™ 2 eyeglasses include a handy microfiber bag and lanyard. 
Fuel™ high-performance safety eyeglasses feature a rugged nylon frame, streamlined geometry design, and 
hot colour accents for a good-looking, head-hugging fit. Tough polycarbonate lenses for optimum safety and 
maximum optical clarity are coated for scratch resistance and 99.9% UV protection. Vented temples help 
minimize fogging. Soft nose bridge and temple tips provide all-day comfort. Meets ANSI Z87.1-2010 high 
impact requirements. Each pair of Fuel™ high-performance safety eyeglasses include a handy microfiber bag 
and lanyard. 
Moon Dawg™ surf-inspired safety glasses combine wide temples and rectangular polycarbonate lenses for 
high-fashion good looks. Stylish frame is lightweight and comfortable. Wide temple design provides enhanced 
side coverage from sun. Unlike regular sunglasses, Moon Dawg™ safety sunglasses meet ANSI Z87.1-2010 
high impact requirements and absorbs 99.9% of UV harmful rays. 
Privo™ protective eyeglasses feature European-inspired styling with a sleek frame profile and rimless lower 
polycarbonate lenses. Soft molded nose bridge and color-accented temple tips for all day comfort. Meets the 
requirements of CSA Z94.3-2007 and ANSI Z87.1-2010 high impact standards. 

Nuvo™ lightweight, retro-styled protective eyewear features adjustable temples, an integral brow bar and 
soft nosepiece. Contoured frame and sideshields offer additional comfort. Meets the requirements of CSA 
Z94.3-2007 and ANSI Z87.1-2010 high impact standards. Mpn.11434 comes with a +1.5 Diopter 20 EA/Case, 
Mpn.11435 comes with a +2.0 Diopter 20 EA/Case. 


see Lens Frame Safety Price Each 
ESD-Safe High Output LED Light Source @ Unique Eye-Easing Phosphor Mfg. Part No. Color Colour Category Stock No. 
@ Made in the USA @ Fits Object Lenses Up to 2.35” OD Fuel 27" 
© Fully Variable from 100 - 5% @ MIL STD 2000A, Certified for Shadowless Lighting ue 
© Exclusive Replaceable LED Array © Made in the USA 11652-00000-10 Blue Silver ANSI Z87.1-2003 / CSA} 63R9575 = 
© No Replacement Bulbs Ever Needed, and No © Ultraviolet and Yellow Bulbs Optional 294.3-2007 
Desktop Control Box © FL1000 - High/Low Fluorescent Ring Light 11654-00000-10} Grey Black ANSI Z87.1-2003 / CSA] 63R9577 = 
@ 100-240V Auto Switchable Design with World @ FV1000 - Fully Variable Fluroescent Ring Light 294.3-2007 
Wide Approvals ESD-Safe Fiber-Optic Light Sources i : a 
@ Fits most standard microscopes on the market © More Light, Less Heat; Cool Solid State Design 11650-00000-10 _ Metalic Sand, Red) ANSI eineees ! CSA) 63R9573 | 26.38 
(2.35" ID) hat Provides 45% More Light and an Internal = - 
© LV2000 - High Output ESD-Safe LED Ring R Filter 11653-00000-10 | Transparent Silver ANSI Z87.1-2003 / CSA} 63R9576 oss 
Illuminator - White ® Silent Fan Provides Quiet Vibration Free Operation 294.3-2007 
@ LV2000-B - High Output ESD-Safe LED Ring @ FL3000-A - Annular Fiber-Optic Illuminator with Fuel X2™ 
Illuminator - Black R Filter, 450W Y e B C ANSI Z87.1-2003 3R9565 =< 
ESD-Safe Fluorescent Illuminators @ FL3000-D - Dual-Point Fiber-Optic Illuminator with Hose ONS en Pheer - SaReS8 
@ ESD-Safe R Filter, 150W 11635-00000-10 Red Copper ANSI Z87.1-2003 63R9564 = 
@ Instant Start @ FL400 - EKE Replacement Bulb for FL3000 Series 11637-00000-10 | Transparent Copper ANSI Z87.1-2003 63R9566 a 
@ No Fluorescent Flickering Fuel™ 
[Price Each 41641-00000-10| Blue Silver ANSI Z87.1-2003 | 63R9568 | 26.77 
= giant No: Stock No: ue 11664-00000-10| Blue White ANS! Z87.1-2003 | 63R9579 | 26.38 
Bi-Pin, ESD-Safe Fiber-Optic Light Sources 11663-00000-10| Brown Copper ANSI Z87.1-2003 63R9578 == 
@ FL400 SOH7647 ee 11640-00000-10| Red | Metallic Sand, Red| ANSI Z87.1-2003 | 63R9567| 27.04 
ESD-Safe Fiber-Optic Light Sources Moon Dawg™ 
FL3000-D pOHTGSS = 71215-00000-20| Grey Black ANSI Z87.1-2003 | 63R9551|. 
FL3000-A SoHE = 41216-00000-20| _ Silver Black ANSI zs7.1-2003 | 63R9552| _— 
ESD-Safe Fluorescent Illuminators Nuvo™ 
FV1000 SOHTGSS a 1411 Transparent Grey ANSI Z87.1-2003, CSA] 45P0192| 5.47 
FL1000 50H7642 — 2943-2007 
ESD-Safe High Output LED Source 11434 Transparent Grey ANSI Z87.1-2003, CSA} 63W2596| 12.32 
LV2000-B 84R8461 eae Z94.3-2007 
LV2000 59P6803 = 11435 Transparent Grey ANS ae CSA} 63W2597 3.70 
PIM_75422 Privo™ 
12263-00000-20] Amber Black ANSI Z87.1-2003 / CSA} 63R9594 9.90 
Z94.3-2007 
12267-00000-20| Amber Silver ANSI Z87.1-2003 / CSA} 63R9598 | 10.40 
294.3-2007 
12262-00000-20 Grey Black ANSI Z87.1-2003 / CSA} 63R9593 9.90 
Z94.3-2007 
12266-00000-20 Grey Silver ANSI Z87.1-2003 / CSA} 63R9597 9.43 
Z94.3-2007 
> CONTINUED > 
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PROTECTIVE EYEGLASSES (CONT.) 


@ Indicates RoHS Compliant 


SAFETY EYEWEAR — GLASSES AND GOGGLES 


Lens Frame Safety Price Each 
Mfg. Part No. Color Colour Category Stock No. 1-9+ 
Privo™ 
12264-00000-20 Silver Black | ANSI Z87.1-2003 / CSA Z94.3-2007 | 63R9595 9.90 
12268-00000-20 Silver Silver} ANSI Z87.1-2003 / CSA Z94.3-2007 | 63R9599 | 11.04 
12261-00000-20 | Transparent | Black | ANSI Z87.1-2003 / CSA Z94.3-2007 | 63R9592 9.90 4 , 
12265-00000-20 | Transparent | Silver | ANSI Z87.1-2003 / CSA Z94.3-2007 | 63R9596 8.26 - 
PIM_166277 13250 40686 
PARTICULATE RESPIRATORS ie —” G 2 


11670 11674 


11228 


8210 


8576 


Available Models: fumes including those with ozone and nuisance 
© 8515 Particulate Welding Respirator: levels of organic vapours. NIOSH approved N95. 
Designed to help provide comfortable, reliable © 8247 Particulate Respirator: Designed to help 
worker protection for applications such as welding, provide reliable worker protection against certain 
soldering, cutting, grinding and sanding. NIOSH oil and non-oil based particles with nuisance levels 
approved N95. of organic vapours such as solvents, degreasers 
@ 8210Plus Particulate Respirator: Ideal for use and resins. NIOSH approved R95. 
in work settings that involve sanding, grinding and © 8210 Particulate Respirator: Designed to help 
other dusty operations. NIOSH approved N95. provide quality, reliable worker protection against 
8511 & 8211 Particulate Respirators: Uniquely certain non-oil based particles. Offers the same 
designed to help provide comfortable, reliable protection for those workers with smaller faces. 
worker protection. Ideally suited for work settings NIOSH approved N95. 
that involve heat, humidity or long periods of wear. 8233 Particulate Respirator: Designed to help 
8211 features a faceseal, which contours easily to provide comfortable, reliable worker respiratory 
help provide a good seal. NIOSH approved N95. protection against certain non-oil based particles. 
8212 Particulate Welding Respirator: Designed Features a faceseal. NIOSH approved N100. 
for applications such as welding, soldering and 8576 Particulate Respirator: Helps provide 
other operations where metal fumes are present. reliable respiratory protection against certain oil 
Featuring comfortable, durable respiratory pro- and non-oil based particles. Features a carbon 
tection. 8212 features a faceseal, which contours layer to remove nuisance levels of acid gasses. 
easily to help provide a good seal. NIOSH NIOSH approved P95. 
approved N95. 9210 & 9211 Comfort Plus Particulate Respi- 


14300 
© Comfortable, secure fit 


Features: 
@ Protection plus fashionable good looks 


Lexa™ safety eyewear provides a unique combination of performance, comfort and fit. Easy-change™ lenses 
with DX™ anti-fog hard coat that helps protect lens from fog, scratching, and many chemicals. Features an 
extended viewing range, patented ellipsoidal shape to promote optinum full coverage, and wide span design 
for orbital eye protection. Customizable fit with adjustable three-position lens angle and temple length. 
GoggleGear™ dust or splash goggles with adjustable head strap for a secure fit and comfort. Meets the 
requirements of CSA Z94.3-2007 and the high impact requirements of ANSI Z87.1-2010. 

Maxim™ safety eyewear is lightweight, style & durable. Mfg. part no. 13250-0000 weighs less than an ounce. 
Three-position pantoscopic lens adjustment moves lens up and down on the face. Adjustable temple length 
and dual-injected cushion browguard. DX™ anti-fog hard coat helps protect lens from fog, scratching, and 
many chemicals. Mfg. part no. 40686 is designed for tactical use, the Maxim™ 2x2 protective, polycarbonate 
safety goggle features flexible fit temples, an anti-fog seal and an electric strap for a secure fit, it maximizes 
visual comfort and clarity. 
Virtua™ V4 safety eyewear delivers protection with contemporary styling at an affordable price. Soft, dual- 
injected black temples and gray overmould frame for comfortable, all-day wear. Hard-coat polycarbonate lens 
in clear and indoor/outdoor mirror lens. Absorbs 99.9% harmful UV rays. 
Virtua™ safety eyewear Mfg. part no. 11228-00000-100 offers economical, comfortable protection. Perfect for 
use as visitor safety glasses. Unisex styled lightweight clear frame. High wrap provides additional coverage. 
Clean, uncoated polycarbonate lens absorbs 99.9% U 
Nassau Plus™ safety eyewear features an integrated sideshield for wrap-around protection. Adjustable temple 


aa, 


© 8214 Particulate Welding Respirator: This respi- rators: Provides high level of comfort and value. 
rator is designed for applications such as welding, NIOSH approved N95. 3M Cool Flow Exhalation length for a custom fit. : = ' 2 
soldering and other operations involving metal © Valve - 9211 only. X-Sport™ with Sport Grip™ temples. High wrap offers additional coverage and excellent peripheral vision. 
High-quali iculat irs id fortable, reliabl k tection i id ‘ety of industrial Lens with DX™ anti-fog hard coat protects from fog, scratching, and many chemicals. Ratchet adjustment for 
lonequal ity part LCUiahe TeSPlralOls Provide: CONUGMALS cTelabig WOIsED Prolechonanl a Wide variety. Crincusta three lens angles. Soft, adjustable nose bridge. 7.5 base lens is mounted in a lightweight nylon frame. Lens 
applications. All particulate respirators are NIOSH approved, lightweight and come with adjustable noseclips. absorbs 99.9% UV. 
Price per LightVision™ 2 safety eyewear won't leave the wearer in the dark. Dual LED lights provide hands-free lighting 
Pkg. for dark work environments. Lights swivel and adjust for bright directional beams. Long-lasting batteries provide 
Mfg. Part No.| Type Description Stock No. 1+ up to 50 hours of continuous use. Feature black rubber temples and soft nosebridge for extended wear comfort. 
Di bl 19H8038 High wrap offers additional coverage. Impact-resistant, clear polycarbonate lens with anti-fog coating absorbs 
8210 Isposable Za 13.65 99.9% UV. Meets the requirements of CSA Z94.3-2007 and the high impact requirements of ANSI Z87.1-2010. 
8210 PLUS | Disposable Braided Comfort Strapil 93K5663 = Mfg. part nos. 11477, 11478 and 11479 LightVision™ 2 Bi-Focal readers are perfect eye protection for anyone 
8511 Disposable Cool Flow Exhalation Valve 31M7908| 16.31 who wears reading glasses, who is engaged in small detailed work, or who has difficulty reading small print. 
= : = Available in three magnification strengths: +1.5, +2.0 or +2.5 diopter. Alll LightVision™ 2 safety eyewear includes 
8211- Disposable Cool Flow Exhalation Valve 63W2607 2.45 microfiber bag and lanyard. 
8214 Disposable | Cool Flow Exhalation Valve and Nuisance Level| 31M7906 | 99.67 = 
Organic Vapour Relief ree Lens Frame Safety | Price Each _ 
8576 Disposable Nuisance Level Acid Gas Relief 63w2608| 6.57 _Mig.Part Now Magnification] Color_| Colour_| Category _ [Sto eMiNOs/ ENIEGS 
8247 Disposable Nuisance Level Organic Vapour Relief 31M7907 | 103.69 Light Vision 2 
: 11476-00000 Transparent | Black, Grey | ANS! Z87.1- | 06R2430 = 
9211 Half Cool Flow Exhalation Valve 31M7909 = 
2003 / CSA 
PIM_14730 2943-2001 
11477-00000 1.5X Transparent Grey ANS Z87.1-| 14R8425 26.80 
2003 
H8A HEADGEAR/FACESHIELD COMBO SYSTEM 11478-00000 2x Transparent Grey ANSI —Z87.1-| 14R8426 = 
@ 5-position crown strap for additional support and comfort 2003 | CSA 
@ Meets the high-impact requirements of ANS! Z87.1-2003 794,3-2007 
H8A a combination headgear and faceshield safety system. a z 
Includes H8A ratchet headgear and WP96 polycarbonate 11379200000 2.5X Transparent Black a l ann (EA | abee 
faceshield. Adjustable ratchet suspension. Molded faceshield 794.3-2007 
provides impact protection. Requires protective eyewear, a - 
sold separately. Order mfg. part no. 82701-00000 clear Maxim 
polycarbonate replacement faceshield (window) separately 13250-00000 Transparent Black ANS! Z87.1-| 06R2435 | 10.86 
below. 2003 / CSA 
2943-2001 
Nassau Plus™ 
- 14300-00000-20 Transparent} Black |ANS Z87.1- | 63W2331 = 
Price Each 2003, CSA 
Mfg. Part No. Width Height Stock No. 1-44 aes 
ii ™ 
Headgear / Faceshield Combo System Virtua V4 
82783-00000 14.5" 9” 632493 36.37 11674-00000 Silver Black |ANSI — Z87.1-| 06R2433 = 
— = 2003 
Replacement Polycarbonate Faceshield 11670-00000 Transparent Black, Grey |ANSI _Z87.1-| 06R2431 = 
82701-00000 14.5" 9” 63W2489 10.70 2010 
PIM_79542 Virtua™ 
11672 Transparent | Black, Grey | ANS! Z87.1- | 63W2598 exe 
2003 
> CONTINUED > 
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PRODUCTION SUPPLIES 


PERSONAL SAFETY PRODUCTS 
SAFETY EYEWEAR — GLASSES AND GOGGLES (CONT.) BX™ PROTECTIVE EYEGLASSES AND READERS (CONT.) 
11228-00000-100 Transparent | Transparent | ANSI Z87.1-| 29R0304 1.34 Lens | Frame Safety Price Each 
2003 Mfg. Part No. | Magnification | Color | Colour Category Stock No. 1-9+ 
PIM_32982 Protective Eyeglasses, Anti-Scratch 
11472-00000-20 ae Silver} Blue |ANSI Z87.1-2003 / CSA] 63R9558 7.95 
Goggles Z94.3-2007 
Lens Frame Price Each ee 
Mfg. Part No. Style Colour Stock No. 1-4+ 
Lexa HEARING-PROTECTION — EARPLUGS AND EARMUFFS 
16617-00000 Anti Fog, Hard Coat Black 06R2440 = oN 


“a 


311-1114 


i= 


16644-00000 Anti Fog, Hard Coat Transparent 06R2441 
Maxim 

40686 Anti Fog Black 63W2605 
PIM_5513058 


BX™ PROTECTIVE EYEGLASSES AND READERS 


11471, 11472, 
11473, 11474, 11475 


11377, 11378, 11379, 11381 


11374, 11375, 11376, 11457, 11458, 
11459 


11524 
41523 11525 
© Better fitting — designed for all day comfort 
© Fully adjustable temple, lens angle and nose 
bridge 
@ Sleek, wraparound lens styling 
@ Readers available in three magnification strengths 


BX™ Protective Eyeglasses and Readers designed for workers who have difficulty reading small print or 


— +1.5, +2.0, +2.5 diopter 

@ Lens absorbs 99.9% of harmful UV rays 

@ Meets CSA Z94.3-2007 and ANSI Z87.1-2010 
high-impact requirements 


a Py 


318-1003 
H9A 


E-A-Rcaps™ Hearing Protector features comfortable foam caps on a flexible band block the ear-canal 
opening. Ideal for intermittent protection needs. The NRR may overestimate the hearing protection provided 
during typical use and 3M recommend reducing the NRR by 50% for estimating the amount of noise reduction 
provided. NRR - 17dB CSA class-BL. 


310-1001 


310-1250 


318-1009 
EARPLUGS 


E-A-R™ Classic™ cordless, cylindrical earplugs made of soft, low-pressure foam for all-day comfort. Bright 
yellow foam is moisture resistant and flame retardant. CSA Class AL. Mfg. part no. 310-1001 E-A-R™ 


who are engaged in small detail work. Rugged polycarbonate lenses with three adjustable lens angles fora Classic™ earplugs come in a reuseable pillow pack for convenience and storage. Mfg. part no. 391-1004 
customized fit. Adjustable soft-tip temple lengths and soft nose bridge provides comfort for extended wear. E-A-R™ Classic™ earplugs come in One Touch™ refills for use with mfg. part no. 391-1000 E-A-R™ Classic™ 
Choice of bi-focal or multi-focal dual readers with three magnification diopters: +1.5, +2.0, +2.5 in clear, gray One Touch™ dispenser; all ordered separately below. 
tint or indoor/outdoor mirror lenses. Non-magnified BX™ protective eyeglasses are also available with anti-fog 
lenses in clear, gray, light blue or light amber tint and indoor/outdoor mirror lenses. ; ; E-A-R Soft™ Yellow Neons cordless and corded foam earplugs are easy to roll down and insert, they expand 
Bx™ Dual-Readers with dual (top/bottom) magnification diopters are the perfect eye protection for jobs that within the ear canal for a comfortable, low pressure seal. Test compatible with 3M™ E-A-Rfit™ Validation 
require workers to look up and down for near vision frequently throughout the day. System. CSA Class AL. Also available in larger size to fit larger, deeper ear canals. Mfg. part no. 310-1250 
Lens Frame Safe Price Each cordless earplugs come in a reuseable pillow pack for convenience and storage. Mfg. part no. 391-1004 
Mfg. Part No Magnification Color Colour Cate y Stock No.| 1-9* cordless earplugs come in One Touch™ refills for use with mfg. part no. 391-1000 E-A-R™ Classic™ One 
9. - | - gory OCRING: = Touch™ dispenser. Mfg. part no. 311-1250 corded earplugs are regular size to fit most ear canals. 
BX™ Dual-Reader, Anti-Fog 
11457-00000-20 1.5X Transparent | Black, Silver | ANSI Z87.1-2003} 63R9554 | 18.50 a. Se emaatties ei nce atid pale baa satel Eiseuechakenpte | eu 
7 z addle-style grips allow easy fitting and help keep earplug tips clean even when your hands are dirty. Test 
11458-00000-20 2x Transparent | Black, Silver | ANSI Z87.1-2003) 63R9555 | 18.50 compatible with 3M™ E-A-Rfit™ Validation System. 
11459-00000-20 2.5X Transparent | Black, Silver | ANSI Z87.1-2003 | 63R9556 18.50 
BX™ Reader, Anti-Fog pao aaa peek Ha Ls beige hoe ae bgt oe ete ha 
- protection. Mfg. part nos. 318- = ‘ontructed o -A-Rform™ foam, these earplugs 
11377-00000-20 1.5X Grey Black, Silver co a GoReeee) 3.64 feature a no roll-down design and a blue stem for easy and quick fit. Test compatible with 3M™ E-A-Rfit™ 
007 7 Validation System. Mfg. part no. 318-1009 E-A-R™ Push-Ins™ with patented Grip Rings corded push-to-fit 
foam earplugs gently seal the ear canal to enhance fit. Test compatible with 3M™ E-A-Rfit™ Validation System. 
11374-00000-20 1.5X Transparent | Black, Silver | ANSI Z87.1-2003 | 06R5333 12.43 
| CSA 294.3- E-A-R™ UltraFit™ cordless and corded premoulded, triple-flange design gently hugs the ear canal to provide 
2007 an effective seal against noise. Earplugs are washable and re-usable. No rolling or sizing needed to get a 
11378-00000-20 2x Grey Black, Silver | ANSI Z87.1-2003 | 24R8921 18.50 comfortable, protective fit. Test compatible with 3M™ E-A-Rfit™ Validation System. Mfg. part no. 340-4002 
| CSA Z94.3- corded earplugs come with a convenient carrying case to keep plugs clean when notin use. Mfg. part no. 340- 
2007 4003 uncorded earplugs supplied in a poly bag. Mfg. part no. 340-4036 earplugs are on a natural cotton cord. 
11375-00000-20 2x Transparent | Black, Silver | ANSI Z87.1-2003 | 05R9903 6.73 
| CSA 794.3- EARMUFFS 
2007 
‘ Mfg. part nos. H6A/V, H9A & H7A Peltor™ Optime™ over-the-head earmuffs are effective protection against 
11379-00000-20 2.5X Grey | Black, Silver | ANSI 287.1-2003 | 63R9553 | 18.50 high frequency noise associated with many work areas and functions including machine shops, factories, sheet 
| CSA 294.3- metal works, printing and textile operations. Wide ear cushions for comfort and headband wires with four point 
2007 suspension helps distribute cushion pressure evenly. 
11376-00000-20 2.5X Transparent | Black, Silver | ANSI Z87.1-2003 | 05R9907 | 18.50 
| CSA Z94.3- Mfg. part no. H7P3E Peltor™ Optime™ 101 helmet-attachable earmuffs feature two low mounting points to 
2007 provide comfort. Offers excellent attenuation at low & high frequencies. 
ee Model 3000 mf rt no. 330-3002 is a 3-position headband the-head (NRR 25 dB), behind-the-head 
11473-00000-20) 15x Silver Blue | ANSI Z87.1-2003 | 63R9559 | 12.57 Cioak6a, °° ( p penmndetne-nea 
11474-00000-20 2x Silver Blue ANSI Z87.1-2003 | 63R9560 | 13.96 Price per 
Protective Eyeglasses, Anti-Fog Noise Pkg. 
11524-00000-20 7 Amber Blue ANSI Z87.1-2003 | 63R9562 7.62 Mfg. Part No. Rating Stock No. 4-4+ 
11523-00000-20 tei Blue Blue ANSI Z87.1-2003 | 63R9561 7.62 Earplugs 
11525-00000-20 aS Grey Blue ANSI Z87.1-2003 | 63R9563 7.62 310-1001 29 dB 06R2442 43.80 
11471-00000-20 Transparent Blue ANSI Z87.1-2003 | 63R9557 6.53 E-A-Rsoft™ Yellow Neons™ 
a aad 391-1004 33 dB 06R2453 76.75 
Protective Eyeglasses, Anti-Fog/Anti-Scratch eit - ~ —— ealsg 
11381-00000-20 Fe Grey Black, Silver | ANSI Z87.1-2003 | 24R8561 7.55 M1230 i 64.90 
/ CSA 294.3- E-A-R™ Classic™ One Touch™ Foam Earplugs 
2007 391-1001 29 dB 06R2452 108.50 
> CONTINUED > > CONTINUED > 
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PRODUCTION SUPPLIES 


PERSONAL SAFETY PRODUCTS 


HEARING-PROTECTION — EARPLUGS AND EARMUFFS (CONT.) 


Price per 
Noise | Pkg. 
Mfg. Part No. Rating Stock No. 1-4+ 
E-A-R™ Express™ Pod Plugs™ Corded Earplugs 
311-1114 25 dB 63W2600 — 
E-A-R™ Push-Ins™ Corded Earplugs 
318-1003 28 dB 63W2602 oe 
318-1005 28 dB 63W2603 0.32 
318-1009 30 dB 63W2604 ae 
E-A-R™ UltraFit™ Corded Earplugs 
340-4036 25 dB 06R2450 1087.00 
340-4002 25 dB 06R2448 119.75 
E-A-R™ UltraFit™ Uncorded Earplugs 
340-4003 25 dB 06R2449 137.25 
PIM_14732 
Ear Defenders 
Price Each 
Mfg. Part No. Description Stock No. 1-9+ 
H7P3E Peltor™ Optime™ Helmet Attachable Earmuffs 06R2428 30.80 
H6A/V Peltor™ Optime™ Over-The-Head Earmuffs 06R2426 21.60 
H9A Peltor™ Optime™ Over-The-Head Earmuffs 06R2429 24.00 
H7A Peltor™ Optime™ Over-The-Head Earmuffs 06R2427 29.86 
PIM_5513056 


HARD HATS AND HARD HATS WITH UVICATOR™ SENSOR 


vw 


Full Brim Hard Hat 


© Hi-Viz H-800 series hard hat colors meet 
ANSI Z89.1-2009 High-Visibility Performance 
requirements 

@ ANSI/ISEA compliant when worn in the forward 
and reverse donning positions 

© Slots for accessory attachment 


Hard Hat with Uvicator™ Sensor 


Features: 

© Uvicator UV sensor 

© Comfortable 4-point ratchet suspension with height 
adjustment 

@ Replaceable brow pad 

@ Vented hard hat options are also available: go 
online or call 


H-700 series hard hats help deliver lightweight protection and durability for extended comfort. H-800 series hat 
hats deliver high impact resistance that wears lightweight. With the new Uvicator sensor, workers have an easy 
way to monitor their hard hat exposure to the sun, so they will know when it's time for a replacement. These hard 
hats feature a low-profile design for stability and balance. 


Price Each 
Mfg. Part No. Color Stock No. | 14+ 

Full Brim Hard Hat 

H-801R White 06X4618 = 

H-802R Yellow 06X4620 = 
Full Brim Hard Hat, Hi-Vis 

H-807R | Orange 06X4622 ae 
Full Brim Hard Hat, with Uvicator™ Sensor 

H-801R-UV White 06X4619 = 

H-802R-UV Yellow 06X4621 a5 
Hard Hat 

H-707R Orange 06X4617 14.65 

H-701R White 06X4613 11.55 

H-702R Yellow 17X8770 14.65 
Hard Hat, with Uvicator™ Sensor 

H-701R-UV White 06X4614 21.00 

H-702R-UV Yellow 06X4616 as 

PIM_211417 


Custom Rocker Switches 


Designed with your choice of: color, text, logo, icon 


Call 800.463.9275 or email: customswitches@newark.com 


PIM_5624868 


@ Indicates RoHS Compliant | Find Datasheets Online 


COMFORT GRIP AND GRIPPING MATERIAL WORK GLOVES oN 


Cut Resistant 


General Use 


Gripping Material 

3M™ Comfort Grip General Use Gloves - This washable glove’s nitrile coating provides excellent grip, even in 
wet or oily conditions, and its nylon stretch liner gives you a breathable, “second skin’ fit. 

3M™ Comfort Grip Cut Resistant Gloves - These gloves provide the same comfort as the 3M™ Comfort 
Grip General Use Gloves but with an ultra high molecular weight polyethylene composite liner that gives you 


exceptional cut, puncture and tear resistance. 
3M™ Gripping Material Work Gloves - The 3M™ Gripping Material sewn into the palm and fingers of these 
gloves help improve users’ grip whilst providing slip resistance. The durable synthetic suede, combined with 
padded fingers and thumbs, adds protection, whilst the expansion areas on the giner backs and knuckles 
provide a comfortable fit. 
PR 
Mfg. Part No. Size Color Material Stock No. 1-4+ 
3M™ Comfort Grip Cut Resistant 
CGM-CR M Grey Polyethylene 17X0336 31.41 
CGL-CR L Grey Polyethylene 17X0334 31.41 
CGXL-CR XL Grey Polyethylene 17X0338 19.55 
3M™ Comfort Grip General Use 
CGM-GU M Grey Nylon (Polyamide) 17X0337 7.85 
CGL-GU L Grey Nylon (Polyamide) 17X0335 7.85 
CGXL-GU XL Grey Nylon (Polyamide) 17X0339 7.85 
3M™ Gripping Material Work 
WGM-1 M Black, Grey Synthetic Suede 17X0341 = 
WGL-1 L Black, Grey Synthetic Suede 17X0340 = 
WGXL-1 XL Black, Grey Synthetic Suede 17X0343 — 
PIM_211446 


PURPLE NITRILE BODYGUARD GLOVES 

© Material: Nitrile 

® Color: Purple 

© Accelerators: Accelerator Free 

@ Design: Ambidextrous, free of natural rubber 
latex, beaded cuff 

© Surface finish: Micro textured 

@ Pinhole rate: AQL - 1.5 max. 

@ Thickness: 0.09mm 

© CE classification: Class 1 non sterile - minimal 
tisk 

© Shelflife: 3 years 

These products should be stored in a cool (Min 

18°C) dry area out of direct sunlight and away from 

heat. 


multicomp 


RoHS _ 
Compliant 
Available 


Each dispenser box contains 100 gloves. 
BX 
Mfg. Part No. Size Color Material Stock No. [19+ 

@ M1090205 s Purple Nitrile 6771744 = 
@ M1090206 M Purple Nitrile 6771745 = 
@ M1090207 L Purple Nitrile 6771746 = 
@ M1090208 XL Purple Nitrile 6711747 = 
PIM_198005 
PADLOCKS AND LOCKOUT TAGS 

zee 

Ee 

LOCKED Pe 
‘our 
51339 99615 65520 


@ 1-1/2" Shackle has 1/4” diameter 

Lockout Tags — Legend: DANGER DO NOT 
OPERATE 

@ Easy to write on using pencil, pen and marker 
© Corrosion-resistant, chrome-plated six-pin cylinder © 3/8” diameter metal eyelet resists tearing and 
@ Hardened chrome-plated steel shackle accepts most padlock shackles 


Feature one-piece, seamless, nonconductive, fiberglass-reinforced nylon body with ribbed design for easier 
gripping and handling. OSHA compliant — safer alternative to metal locks. Key won't release until shackle is 
securely closed. Each safety padlock includes one key plus “Danger” and “Property Of’ labels. Body dimensions: 
1-3/4"H x 1-1/2’W x 4/5"D. Color: red. Other colors are available; go online or call. Sold individually and in 
keyed-different or keyed-alike sets. 


Safety and Aluminum Padlocks 

© Available separately and in keyed-different or 
keyed-alike sets 

@ Lightweight yet rugged 


> CONTINUED > 
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PADLOCKS AND LOCKOUT TAGS (CONT.) 

LOCKOUT TAGS — LEGEND: DANGER DO NOT OPERATE 

Mfg. part no. 65520 heavy-duty polyester lockout tags withstand moisture, grease, chemicals and extreme 
temperatures. Pen and marker writing can be completely erased using isopropyl alcohol, allowing for repeated 


use. Holds up to 80 Ibs. of pull force, preventing accidental removal. Includes nylon fasteners for easy 
attachment. 
Shackle Price per 
Clearance Shackle Pkg. 
Mfg. Part No. Width Vertical Diameter Stock No. i+ 
Aluminium, Safety Padlock - Keyed Alike (3 Pack) 
105902 1-1/2” 1.5” 0.25" 10M4085 60.99 
Aluminium, Safety Padlock - Keyed Alike (6 Pack) 
105882 1-1/2” 1.5" 0.25" 10M4065 120.99 
Aluminium, Safety Padlock - Keyed Different (1 Pack) 
99615 1-1/2” 4.5" 0.25" 19K0709 19.39 
Aluminium, Safety Padlock - Keyed Different (6 Pack) 
51370 1-1/2” 15° 0.25" 19K0100 114.99 
Nylon (Polyamide), Safety Padlock - Keyed Alike (3 Pack) 
105886 1-1/2” 1.5" 0.25" 10M4069 50.99 
Nylon (Polyamide), Safety Padlock - Keyed Alike (6 Pack) 
105890 1-1/2” 1.5" 0.25" 10M4073 101.99 
Nylon (Polyamide), Safety Padlock - Keyed Different (1 Pack) 
99552 1-1/2” 1.5" 0.25" 19K0691 16.39 
Nylon (Polyamide), Safety Padlock - Keyed Different (6 Pack) 
51339 1-1/2” 1.5" 0.25" 19K0083 95.99 
PIM_87877 
Signs 
Price per 
Pkg. 
Mfg. Part No. Color Height Width Stock No. 1+ 
65501 Black / Red on White 76.2mm 146.05mm 11K6514 27.29 
65520 Black / Red on White 139.7mm 76.2mm 92H7043 64.99 
PIM_5513086 


CIRCUIT BREAKER LOCKOUTS 


PRODUCTION SUPPLIES 


LOCKOUT/TAGOUT PRODUCTS 


CIRCUIT BREAKER LOCKOUTS (CONT.) 


Lockout Price Each 
Mfg. Part No. Color Type Stock No. i+ 
120V Snap-On Breaker Lockout 
65688 Red Circuit Breaker 9403967 27.99 
Clamp-On Breaker Lockout - 120/277V 
65965 Red Circuit Breaker 3004272 9.00 
65396 Red Circuit Breaker 11K6490 12.29 
Clamp-On Breaker Lockout - 480/600V 
65397 Red Circuit Breaker 11K6491 13.59 
Oversized Breaker Lockout 
65329 Red Circuit Breaker 11K6456 18.79 
Universal Multi-Pole Breaker Lockout 
66320 Red Circuit Breaker 34R2304 53.99 
PIM_94466 
Breaker Block Kits 
Price Each 
Mfg. Part No. Description Stock No. the 
90891 Breaker Blocker Kit 11J0926 29.39 
PIM_5511060 


NO TOOL CIRCUIT BREAKER LOCKOUT DEVICE 

@ PSL-CBILNT - For use with Square D I-LINE“/Federal Pacific (FPE) 
circuit breakers 

@ PSL-CBNT - Universal circuit breaker lockout 

Individual circuit breakers to be locked in off position quickly and easily = 

without any tools. Compact, universal design fits a wide range of single, Ae WA 

double and triple handle circuit breakers. Accommodates breaker C ‘S 4 

handle sizes ranging from .30°- .60” (7.62 mm x 15.24 mm) tall and CEANGER) 4 

.16”-.35” (4.06 mm x 8.89 mm) thick. Easily attach with no modifications Y 

to panel or circuit breaker and does not require hole in circuit breaker 

handle. Constructed of rugged nylon and stainless steel providing 

strength, durability, added security and corrosion resistance. 


Pannuit 


! > 


90891 Breaker Block Kit 66320 Universal Lockout 65688 Snap-On Lockout 


65396, 65397 Clamp-On Lockout 65329, 65321 Oversized Lockout 


65396, 65397 Clamp-On Lockout 

Installed 
480/600V Breaker Blocker Kit (90891) is perfect for locking out oversized and irregularly shaped switches. 
Self-adhesive backed mounting rails are permanently installed into an electrical panel — no drilling required. Kit 
includes two yellow mounting rails, one red blocking bar (for indicating locked “Off’), one green blocking bar (for 
indicating locked “On” and three alcohol wipes. Blocking bars are 7-1/2” long. NOTE: Lock and tag not included. 


Clamp-on Breaker Lockouts (65396, 65965 & 65397) work on a wide range of single-pole and internal-trip 
multi-pole breakers. Made of rugged polypropylene and impact-modified nylon. Easy-to-install using patented 
thumbscrew design. Accepts lock shackles up to 9/32” in diameter. Includes detachable cleats to provide 
positive restraint for breakers with long, sliding switch throws. Order additional cleats separately below. NOTE: 
Lock not included. 


Universal Multi-Pole Breaker Lockouts (66320) work with most major-manufacturers multi-pole breakers that 
employ a tie-bar. Constructed of durable impact-modified nylon. Easy-to-install using patented thumbscrew 
design. NOTE: Lock not included. 


Oversized Breaker Lockouts (65329) 480/600V fit breaker switches up to 24” wide and %” thick. Constructed 
of durable polypropylene and glass-filled impact-modified nylon. Updated design gets better grip and works on 
more breaker models. NOTE: Lock & tag not included. 


120V Snap-On Breaker Lockout (65688) designed for 120V breakers that have holes in the switch tongue. 
Easy-to-use - just snap in place and apply lock (not included). Dual cavities accommodate different size switch 
tongues. Accepts lock shackles up to 9/32” in diameter. Size - 0.83"H x 0.35"W x 2.15"L. 


Lockout Cleats (65406) for 480/600V lockouts, used in conjunction with clamp-on breaker lockouts. Easily 
clips on to the bottom of the lockout body. Assures positive restraint for breakers with long, sliding switch throws. 


> CONTINUED > 
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Lockout Price Each 
® Mfg. Part No. Type Stock No. 1-4+ 
PSL-CBILNT Circuit Breaker 66H3308 29.74 
PSL-CBNT Circuit Breaker 66H3310 29.13 
PIM_6634 


CIRCUIT BREAKER LOCKOUTS 


Pannuit 


No-Tool Miniature Circuit Breaker Lockout 


RoHS | 
Compliant 
Available 


Mfg. part no. PLS-CBL Large Handle Circuit Breaker Lockout - Compact universal design fits a wide range of 
large handle circuit breakers. Accommodates breaker handle dimensions up to . 80” thick x 3.00” wide (20.32 
mm X 76.20 m). Easily attached with no modifications to panel or circuit breaker. Constructed of rugged nylon 
and stainless steel providing strength, durability, added security and corrosion resistance. 
Mfg. part no. PSL-MCBNT Miniature Circuit Breaker Lockout - No-tool made of rugged nylon & stainless steel 
construction, ensures that electrical energy sources are isolated for optimal work place safety. 


Large Handle Circuit Breaker Lockout 


®@ Individual circuit breakers can be lockout in the off 
position quickly and easily without any tools 


Lockout Price Each 
Mfg. Part No. Color Type Stock No. 1-4+ 
PSL-CBL Red Circuit Breaker 91F7289 35.74 
PIM_12636 


SORBENTS - SPILL MANAGEMENT PRODUCTS 


Petroleum Sorbent 
5-Gallon Spill Kit 


Maintenance Sorbent Pad 
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PRODUCTION SUPPLIES 


SITE SAFETY 


SORBENTS — SPILL MANAGEMENT PRODUCTS (CONT.) 
Mfg. part nos. M-FL550DD/M (Maintenance), C-FL550DD/P (Chemical) and P-FL550DD/T (Petroleum) 


sorbents come in handy dispenser box. Convenient folded sheets are perforated every 16 inches so user can 
select just the right length for the clean-up job. Can be used as pads, pillows, booms and rolls. Sold in boxes 
of 5’x 50’. 

Mfg. part no. C-SKFL5 chemical spill kit is excellent for containing hazardous materials in factories, laboratories, 
police, fire work, etc. 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


FIRE BARRIER PRODUCTS (CONT.) 


Price Each 
Mfg. Part No. Description Stock No. 1-9+ 
@ QP4SD Fire Barrier Quick Pass Device, 4” Square 93K5548 121.05 
@ QP4RMB_| Fire Barrier Quick Pass Mounting Brackets, 4” Round Single Mount | 93K5547 0.99 


Mfg. part no. P-SKFLS5 petroleum spill kit is used for sorbing petroleum-based liquids of up to 5 gallons. Each (Pair) 
kit includes 1-roll (5" x 26”) and one temporary disposable bag and tie. @ QP4SMB_| Fire Barrier Quick Pass Mounting Brackets, 4” Square Single Mount | 93K5549 0.91 
Mfg. part no. M-PD1520DD maintenance sorbent pads are ideal for placing in, under and around machines to (Pair) 
ie pale he pads are highly sorbent and non-granular so it will not damage plant equipment. Each case DT200 Fire Barrier Putty Sleeve Kit 74R1642 AT.16 
sorbs 37.5 gallons. 
Mfg. part no. HP-156 oil petroleum sorbent pads are great for in-plant spills under leaking equipment and PIM_88683 
machinery. 
Mfg. part no. P-110 chemical sorbent pads are powerful enough to handle acids (including hydrofluoric acid), 
bases, coolants, and most other hazardous fluids. Sealant 
tess | Dispensing Price Each 
Mfg. Part No. Length Stock No. 1-4+ Mfg. Part No. Description Method Volume | Weight | Stock No. 1-9+ 
C-SKFL5 7.93m 05R5045 35.92 @ IC-15WB-10.10Z| Fire Barrier Caulk, Cartridge | 10.1fl.oz(US) 81H7444 | 10.23 
P-SKFL5 793m 05R5046 135.98 10:1. F102 Cartridge 
M-FL550DD/M-F2001 15.24m 04R8137 159.33 MPs ei ok % eae II!) eee 
PARLSSODD TEEZO0! ein DAREISS OSS MPP+4"Xx8" [Moldable Putty -| p 76g | 97m9986| 7.00 
C-FL550DD/P-F2001 15.24m 10R1096 70.69 4x8x1/8" Pad 
P-110 330.2mm 39M4159 55.56 MPP+ 7°X7” Moldable Putty - si Pe 115g | 97M9988 we. 
HP-156 480mm 39M4158 95.10 Tx7x1/8" Pad 
M-PD1520DD 520.7mm 93K5638 135.17 PIM_5515087 
PIM_49290 
Q-CEE’S QCC SERIES VINYL COVERALL CALIBRATION 
a=» 
FIRE BARRIER PRODUCTS LABELS ZTE 


RoHS _ 
Compliant 
Available 


Fire Barrier IC 15WB+ Sealant 


Fire Barrier Pillow Fire Barrier Quick Pass Device 4” Round 


Firestop caulks are used to prevent the spread of fire, smoke, toxic fumes and moisture for up to four hours. 
Good for both joint and through-penetration application. Re-enterable/repairable. 


Composite Sheet - Thin, one-part composite system comprised of four components, used for shielding cable 
trays and conduit, HVAC ductwork and vital process equipment from radiant heat, flame spread and smoke. 
Fire ratings of up to 4 hours. 


Fire Barrier Pillow - Fire barrier pillows are a self-contained highly intumescent product designed to firestop a 
wide variety of through-penetrations including cable trays (up to two per opening), conduit and blank openings, 
which penetrates fire-rated construction. 


Fire Barrier Quick Pass Device & Mounting Brackets - Fire barrier quick pass device passes the ASTM E814 
Fire Test Standard and is fire-rated for up to 3 hours (dependant upon system application). Fire barrier quick 
pass devices are UL certified and Class L smoke-rated for additional life-safety protection. 


Fire Barrier Moldable Putty - Moldable Putty+ is a one-part, halogen-free product designed to firestop electrical 
outlet boxes and a wide variety of through-penetrations including cable, conduit, insulated pipe and metal pipe, 
which penetrate fire-rated construction. Pliable, easy to mold in to any shape. Adheres, sticks well to most 
surfaces but not to the applicators hands. Conformable. Color: red-brown. 


Fire Barrier Putty Sleeve Kit - Mfg. part no. DT200 fire barrier putty sleeve kit is designed to help prevent the 
passage of fire and smoke in new or existing cable penetrations through walls or floors. Kit comes complete 
with 2” diameter x 12” long putty sleeve (two-part steel sleeve with set of two-part 5-1/4 square steel flanges), 
3M™ fire barrier moldable putty+, sheet metal screws, drywall screws and two installation identification labels. 
Easily installed in a 2-3/8" to 4” opening. Fire-rated through penetration firestop systems in accordance with 
ASTM E814 (UL 1479). 


Mfg. part no. IC 15WB is a low cost, latex based, intumescent smoke and firestopping sealant for wall and floor 
penetrations. Easy-to-handle formulation that bonds to concrete, metal, wood and cable jacketing. Dries to a 
firm, rubber-like solid. Provides up to 2 hours of fire protection. Color: yellow. UL listed. 


Price Each 
Mfg. Part No. Description Stock No. 1-9+ 
@ CS-195+3X2-BOX Composite Sheet - 3x2’ (Boxed) 81H7129 411.08 
@ FB-249 Fire Barrier Pillow - 2x4x9” 81H7200 15.68 
@ FB-269 Fire Barrier Pillow - 2x6x9” 81H7201 18.31 
@ FB-369 Fire Barrier Pillow - 3x6x9” 81H7202 17.43 
@ QP4RD Fire Barrier Quick Pass Device, 4” Round 93K5546 135.65 
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AUTHORIZED DISTRIBUTOR 


CALIBRATION 


BY, DATE 
DUE 
is 
QCC311 Series Small-Size — Violet (VT) 
AVAILABLE COLORS CALIBRATION 
BK, BR, BU, GR, GY, LB, LG, MG, OR, PK, RD, VT, YL ID# 
(~ DATE DUE 
Cc A L l B RAT l fe) N THIS ITEM LAST CALIBRATED 
MLN ) | DATE |By 
.D.ANO. / 
Date QCC330 Large-Size — Green Only 
D RoHS _ 
ns Compliant 
QCC306 Series Mid-Size — Violet (VT) Available 
LIMITED CALIBRATION § 
TESTED RANGE TO ines 
BY DATE 
ID# DUE 
1-1878826-3 — Orange Only 
© Four styles © Self-laminating clear cover protects data 
© Multiple colors for color control of calibration @ Permanent adhesive backing 
interval © Sold in package quantities listed below 


© Easy to write or stamp on 


Q-CEE’s coverall calibration labels are designed for use on gauges and instruments that are subjected to 
constant handling, cutting oils or chemicals. Features a clear polyester cover prepositioned at the top of the 
vinyl label. The cover protects data from tampering, smearing, weathering and abrasion. Permanent adhesive 
backing keeps label in place. All label styles feature preprinted text and provide blank spaces to record standard 
information. Mfg. part nos. QCC306ZC and QCC311ZC are multicolor assortment packs consisting of the same 
label in 13 colors: Black, Brown, Blue, Green, Grey, Lt. Blue, Lt. Green, Magenta, Orange, Pink, Red, Violet, 
Yellow. NOTE: Use labels on flat or slightly curved surfaces. 


Price per 
Pkg. 
Mfg. Part No. Dimensions Material Color Qty | Stock No. [ 
Self Laminating, Blank Label / No Legend 
@ QCC306X 15.9mmx44.5mm Viny! White 144 | 29X4462 23.78 
Self Laminating, Legend: CALIBRATION /|.D. No. / By / Date / Due 
@ QCC306ZC 15.9mmx44.5mm Viny! ye 208 | 29X4463 43.77 
QCC306BK 15.9mmx44.5mm Viny! Black on White 144 | 29X4450 35.59 
@ QCC306BU 15.9mmx44.5mm Viny! Blue on White 144 | 29X4452 35.59 
@ QCC306LB 15.9mmx44.5mm Vinyl Blue on White 144 | 29X4455 24.30 
@ QCC306BR 15.9mmx44.5mm Vinyl Brown on White 144 | 29X4451 23.78 
@ QCC306GR 15.9mmx44.5mm Vinyl Green on White 144 | 29X4453 35.59 
@ QCC306LG 15.9mmx44.5mm Vinyl Green on White 144 | 29X4456 29.52 
@ QCC306GY 15.9mmx44.5mm Viny| Grey on White 144 | 29X4454 23.78 
@QCC306MG | 15.9mmx44.5mm Vinyl Magenta on White | 144 | 29X4457 23.78 
@ QCC3060R 15.9mmx44.5mm Vinyl Orange on White 144 | 29X4458 23.31 
QCC306PK 15.9mmx44.5mm Viny! Pink on White 144 | 29X4459 22.60 
@ QCC306RD 15.9mmx44.5mm Viny! Red on White 144 | 29X4460 37.57 
QCC306VT 15.9mmx44.5mm Vinyl Violet on White 144 29X4461 23.78 
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PRODUCTION SUPPLIES 


MARKING LABELS 


Q-CEE’S QCC SERIES VINYL COVERALL CALIBRATION LABELS (CONT.) Q-CEE’S QUP SERIES VINYL WRAP-UP CALIBRATION LABELS (CONT.) 


Price per Price per 
Pkg. Legend Marker Pkg. 
Mfg. Part No. Dimensions Material Color Qty | Stock No. 1+ Mfg. Part No. Color Color Size Qty | Stock No. 1+ 
Self Laminating, Legend: CALIBRATION /1.D. NO. / BY / DATE / DUE Vinyl, Legend: CAL / ID#/ BY / DATE / DUE 
@ QCC311BK 25.4mmx15.9mm Viny! Black on White 144 | 29X4464 40.22 @QUP6LG | CAL iss Light Green, White | 76.2mm x 25.4mm | 60 | 29X4557 | 25.00 
acc311BU | 25.4mmx15.9mm | Viny Blue on White | 144 | 29x4466 | 38.10 i Bi 
@ QCC311LB 25.4mmx15.9mm Viny| Blue on White 144 | 29X4469 25.71 | 
@ QCC311BR 25.4mmx15.9mm Viny! Brown on White | 144 | 29X4465 17.42 @QuP3MG |CAL Magenta, White | 152.4mm x 25.4mm| 30 | 29X4550 | 30.63 
@ QCC311GR 25.4mmx15.9mm Vinyl Green on White 144 | 29X4467 38.10 /\D# 
QCC31iLG | 254mmx15.9mm | Vinyl | GreenonWhite | 144 | 29x4470 | 28.94 ; BY 
@ QCC311GY 25.4mmx15.9mm Vinyl Grey on White 144 | 29X4468 25.45 @ QUP12MG [CAL Magenta, White | 152.4mmx 6.4mm |120| 29x4541 30.19 
QCC311MG 25.4mmx15.9mm Vinyl! Magenta on White | 144 | 29X4474 25.45 /\D# 
QCC311ZC 25.4mmx15.9mm Viny! Multicolor 312 | 29X4477 55.08 ; BY 
QCC3110R 25.4mmx15.9mm Viny! Orange on White | 144 | 29X4472 27.04 - 
@accstiPK | 254mmxt59mm | Vinyl | PinkonWhite | 144 | 29xa473 | 24.54 ED ae Red White 824mm x 254mm) 30 ae 
@ QCC311RD 25.4mmx15.9mm Viny| Red on White 144 | 29X4474 32.49 / BY 
@ QCC311VT 25.4mmx15.9mm Viny! Violet on White 144 | 29X4475 25.22 ! . 
@ QCC311YL 25.4mmx15.9mm Viny! Yellow on White 144 | 29X4476 25.45 @ QUP6RD her Red, White 76.2mm x 25.4mm | 60 | 29X4558 = 
Self Laminating, Legend: CALIBRATION/ ID# / DATE DUE / THIS ITEM LAST CALIBRATED / | BY 
DATE / BY | 
QCC330 25.4mmx76.2mm Viny| Green on White | 108 | 75X1473 32.90 QUP3VT | CAL Violet, White | 152.4mm x 25.4mm]| 30 | 29X4552 | 31.04 
Self Laminating, Legend: LIMITED CALIBRATION / TESTED RANGE / TO/ BY / DATE / ID#/ i 
DUE 
@ 1-1878826-3 15.9mmx44.5mm Vinyl Orange on White | 140 | 29X4448 33.69 ! 
@ QUP12VT | CAL Violet, White 152.4mm x 6.4mm | 120] 29X4544 | 30.19 
PIM_84843 /|D# 
| BY 
| 
Q-CEE’S QUP SERIES VINYL WRAP-UP Soper F - F 
Compliant QUP6VT |CAL Violet, White 76.2mm x 25.4mm | 60 | 29X4559 = 
CALIBRATION LABELS halle Mer 
| BY 
AUTHORIZED DISTRIBUTOR ! 
@QUP3YL =| CAL an Yellow, White | 152.4mm x 25.4mm | 30 | 29X4553 | 30.87 
5 /\D# 
fe) 
I | BY 
< 
Ps | 
S| wi QUP12BK |CAL] Black White 152.4mm x 6.4mm | 120] 29X4535 | 32.54 
<i Ew 
OEE Di 
: / BY 
QUP3, QUP6 Series / 
QUP12BU | CAL Blue White 152.4mm x 6.4mm | 120] 29X4536 | 38.32 
/ID# 
| BY 
AVAILABLE COLORS ! - 
BK, BR, BU, GR, GY, LB, LG, MG, OR, RD, VT, YL @QUP12GR |CAL| Green White 152.4mm x 6.4mm | 120} 29X4537 | 38.32 
ra / ID# 
QUP12 Series ; BY 
© Three styles ® Clear protective cover wraps around label 5 
© Multiple colors for color control of calibration © Resist cutting oils, coolants and chemicals @ QUP12GY Her Grey White 152.4mm x 6.4mm | 120) 29X4538 | 29.79 
interval @ Permanent adhesive backing Dit 
@ Designed for use on handles and odd shapes © Sold in package quantities listed below | BY 
Q-CEE’s wrap-up calibration labels feature clear covers that wrap around and protect data from tampering : 
smearing, weathering, chemicals and abrasion. Use on small cylindrical surfaces like gauges and handles. Ideal QUP12LB Hee Light Blue White 152.4mm x 6.4mm | 120) 29X4539 | 30.19 
for any narrow part of an instrument too. Easy to use, just wrap completely around the part until the clear tail Dit 
covers the writing on the label. All three label styles feature preprinted text and provide blank spaces to record | BY 
standard information. ! 
a @QUP12LG | CAL|Light Green White 152.4mm x 6.4mm | 120] 29X4540 | 30.14 
Price per lID# 
Legend Marker Pkg. | BY 
Mfg. Part No.| Legend | Color Color Size Qty | Stock No. 1+ / 
Vinyl, Legend: CAL / ID#/ BY / DATE / DUE @ QUP120R [CAL] Orange White 152.4mm x 6.4mm | 120] 29x4542 | 30.19 
QUP6BK |CAL /|... Black, White 76.2mm x 25.4mm | 60 | 29X4554 | 11.34 /\D# 
D# / BY | BY 
/ DATE / | 
DUE @ QUP12RD | CAL Red White 152.4mm x 6.4mm | 120] 29X4543 | 30.19 
e@aupesu [CAL /| Blue, White | 76.2mmx 25.4mm | 60 | 29X4555 | 21.53 | ID 
D# / BY | BY 
/ DATE / | 
DUE @QUP12YL |CAL} Yellow White 152.4mm x 6.4mm | 120] 29X4545 | 30.19 
@QuP3BR {CAL /|_ Brown, White | 152.4mm x 25.4mm | 30 | 29X4546 | 10.95 /ID# 
D# / BY / BY 
/ DATE / | 
DUE Vinyl, Legend: FOR REFERENCE ONLY 
QUP3GR |CAL /| Green, White | 152.4mm x 25.4mm | 30 | 29X4547 | 31.04 @ QUP12-136|FOR| Red White 152.4mm x 6.4mm | 120] 29X4534 | 31.29 
D# / BY 
/ DATE / PIM_84842 
DUE 
@QUP6GR |CAL /| _... Green, White | 76.2mmx25.4mm | 60 | 29X4556 | 24.47 A A . 
De | BY a cited ©Chemtronics 
/ DATE / 
DUE 
@qup3Gy |CAL /| ... Grey, White 152.4mm x 25.4mm | 30 | 29X4548 | 31.04 
D# / BY 
/ DATE / 
DUE 
@QuUP3LG |CAL /| ... {Light Green, White | 152.4mm x 25.4mm | 30 | 29X4549 | 31.04 
D# / BY Features: @ Excellent choice for dispensing and dispersing 
| DATE / © Low in extractable sand low particulate levels solvents, adhesives and primers 
DUE @ Assembled without adhesives or glues © Tapered 1.925mm tip can be used as a stylus 
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PRODUCTION SUPPLIES 


Microtip Swabs (CONT, 


The CM502 is a Microtips wT) designed for precision applications needing pinpoint accuracy. The tapered 
porous polyvinylidene fluoride tip is effective as a stylus or pick for areas with tight tolerances. The tip is attached 
to the handle without the use of potentially contaminating adhesives or glues. This swab is an ideal for adhesive 
and lubricant application. The Microtips Swab is compatible with most common solvents such as alcohols, 
ketones, hydrocarbon and chlorinated solvents. 


Price per 
Tip Tip Handle Pkg. 
Mfg. Part No. Material Size Length | Stock No. 1-9+ 
PP (Polypropylene) 
@ CM502 PVDF (Polyvinylidene Fluoride) | 1.93mm x 15.7mm | 154.3mm | 13J6235 43.18 
PIM_5640345 
TECHNICAL SWABS Sepire 


Se conpian gp rcrsprar 


Single-Tip Cotton Swab 
2301 Series 


———e 


TechSwabs! Foam Tip Swab 
2303-50 


Double-Tip Cotton Swab 
2300 Series 


Double-Tip Pointed Cotton Swab 


2313-30 —— 
TechSwabs! Foam Tip Swab TechSwabsi Foam Tip Swab 
2306-50 2307-50 


COTTON SWABS 
Cotton swabs feature tightly wrapped, pre-cleaned cotton tips that provide the least amount of extractable 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SWABS (CONT.) 
@CT100 
PIM_7504 


Cotton 16mm x 4.8mm 15.2cm 


96B1615 6.18 


COVENTRY™ SEALED POLYESTER SWABS 


ma Chemtronics 


0.12” sealed polyester head swab 


© 36060ESD - 5.8" Blue handle, 0.21” knit polyester 
head swab 


Product Specifications: 

© 36060 - 6" Polypropylene handle, 0.21” sealed 
polyester head swab 

© 38040 - 2.7” Polypropylene flexible tip handle, 


Exceptionally clean swabs produced by Coventry's proprietary thermoforming process. Swabs are acid and 
solvent resistant without loose fibers or particulate. Sealed edges build in extra strength with no loose fibers or 
particulate. Sold in packages of 500. 
ESD swabs have been engineering to eliminate static electricity concerns. They are non-contaminating and 
have excellent solvent compatibility, even in acetone. Perfect choice for cleaning static sensitive components 
and working around static sensitive parts. Sold in packages of 500. 


Price per 
Tip Tip Handle Pkg. 
Mfg. Part No. Material Size Length Stock No. 1+ 
@ 38040 Polyester 11.2mm x 3mm x 2.4mm 6.9cm 91B0463 107.40 
© 36060 Polyester 18.9mm x 5.4mm x 4.7mm 147mm 16C7345 159.50 
PIM_64981 


©Chemtronics 


Compliant 
Available 


COVENTRY™ SEALED FOAM SWABS Gepeis 


contaminants. Durable wooden handles. Double and single round tipped swabs offer aggressive cleaning while pie 41050ESD 

pointed tip swabs allow for precision cleaning. 

TECHSWABS™ FOAM SWABS a 

TechSwabs™ foam tip swabs are precisely designed, manufactured and packaged to serve various cleaning 44070 

and maintenance needs. Absorbent foam tip is heat sealed onto flexible, polypropylene handle to avoid — | 

contaminating residues of adhesives. Manufactured in accordance with rigid specifications to provide low 44070ESD 48040 

particle generation and solvent compatibility, - Most cost-efficient swabs for general-purpose applications. 100 PPI reticulated medical grade foam provides 

Price per excellent particle entrapment. The open cell structure gives the best solvent holding ability of any style swab. 

Tip Tip Handle Pkg. These swabs are adhesive and binder free, and the fiberless construction does not generate particles. Sold 

Mfg. Part No. Material Size Length Stock No. 1+ in bags of 500. 

Plastic, Double-Pointed Tip Cotton Swab Price per 
@ 2313-30 Cotton 12.7mmx4.76mm | 66.67mm | 95C0471 7.95 Tip Tip Handle Pkg. 
TechSwab™ Mfg. Part No. Material Size Length Stock No. 1+ 
@ 2307-50 Polyurethane Foam | 12.7mmx4.76mm | 106.04mm | 68K7378 = Plastic, ESD 
@ 2303-50 Polyurethane Foam | 12.7mmx4.76mm | 149.23mm | 68K7377 | 29.06 © 44070ESD Polyurethane Foam 0.13 32 1607346 | 139.67 
© 2306-50 Polyurethane Foam | 254mmx 127mm | 127mm | 26K1254 | 27.35 @ 41050ESD poyurcmane roams || 28 AEC TSSOIN | MRIASI52 
Wood, Double-Tip Cotton Swabs - 1000ct PP (Polypropylene) 
© 2300-1000 Cotton 12.7mmx9.52mm | 1524mm | 33K2634 | 51.12 @ 44070 Polyurethane Foam one 32 LEG Te02 68.64 
Wood, Double-Tip Cotton Swabs - 100ct @ 41050 Polyurethane Foam 0.14” 2.8" 16C7316 63.02 
@ 2300-100 Cotton 12.7mmx9.52mm | 152.4mm | 83K9262 6.66 © 48040 Urethane Foam 0.12" 27" 9708516 82.11 
Wood, Single-Tip Cotton Swabs - 1000ct Wood 
© 2301-1000 Cotton 12.7mmx9.52mm | 152.4mm | 06H2871 | 35.24 @ 43170 Urethane Foam 0.35 6 9708515 113.69 
Wood, Single-Tip Cotton Swabs - 100ct PIM_64980 
@ 2301-100 Cotton 12.7mm x 9.52mm 152.4mm 68K7376 5.76 
PIM_56070 LeadCheck™ SWABS 
@ EPA recognized* 
SWABS Spice GS Ch i 2 © Instant results using only a no-mess swab 
Compliant emtronics © Easy, clean and contained 
Available © Detects lead down to 600 ppm 
| - wa 3M™ LeadCheck™ Swabs provide an instant 
i and very easy solution for lead detection. 3M™ 
Chemtronics: | , ] LeadCheck™ swabs will work on most surfaces, 
ccs50 CF1050 instantly turning red when lead is present: RED 
<7 MEANS LEAD™. 3M LeadCheck swabs are 
——— a odorless, disposable, and non-staining. 
CF2050 CX50 
C200 
For cleaning audio/video heads and optical pick-ups. Sold in bags of 50. 
Price per 
Tip Tip Handle Pkg. 

Mfg. Part No. Material Size Length Stock No. 1-4+ Price per 
ABS (Acrylonitrile Butadiene Styrene) |__ Pkg. 
© CC50 Synthetic Chamois | 9.6mmx22.3mm | 625mm | 97F7566 | 47.94 Mfg. Part No. stockINo: ies 
Nylon (Polyamide), PP (Polypropylene) Swabs - Pack of 8 
© CX50 Foam 6.ammx20.5mm | 113mm | S0F9476 | 39.44 pects 1G poke 37.29 
PP (Polypropylene) PIM_211492 
@ CF4050 Polyurethane Foam 12.7mm x 4.8mm 73mm 50F9489 27.96 
© CF3050 Polyurethane Foam 19mm x 6.3mm 154mm | 50F9475 | 32.93 SWABS @ 
© CF2050 Polyurethane Foam | 254mmx 127mm | 130mm | 50F9490 | 38.66 multicomp 
@ CF1050 Polyurethane Foam 9.7mm x 20.8mm 127mm 50F9478 31.83 Rots 
Wood ———————— Osan 

Availabl 
@CT200 Cotton 16mm x 4.8mm 152mm | 50F9487 7.04 DYC110-03-68MM-1131SSP-FOAM a 
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SWABS (CONT.) 


~~ 
DYC110-03-152MM-DYCLEAN-1962TU 
Absorbent precision cleaning swabs with 100ppi knit polyester foam head (tip) come in a three popular sizes 
and lengths. Durable polypropylene handle. Ideally suited for semiconductor, TFT LCD and BIO manufacturing 
processes. 


Price per 
Tip Tip Handle Pkg. 
Mfg. Part No. Material Size Length | Stock No.| — 1-24+ 
PP (Polypropylene) 
@ DYC110-03-68MM- Polyester Foam | 13mm x 3mm x 2.8mm | 65mm | 01P0904 AeA 
1131SSP-FOAM 
@ DYC110-03-152MM- Polyester Foam | 20mmx8mmx7mm | 147mm] 01P0789 _ 
DYCLEAN-1962TU 
@ DYC110-03-132MM- Polyester Foam | 21mm x 14mm x 10mm | 130mm | 01P0903 _ 
2115SP-FOAM 
PIM_121728 
HEAVY-DUTY he MADE 
MULTICOMPARTMENT PARTS a Non D URATOOL 
BOXES 


© Variety of Compartment Configurations 

Rugged utility boxes are ideal for organizing 
hardware, precision parts, electronic components, 
medical or lab supplies. Hinged overlapping lid 
fastens securely. 2 versions available: high-impact, 
transparent K-Resin construction (K Series); or 
conductive version(CB Series) constructed of black 
carbon-filled plastic for static-sensitive parts. Made 
in the U.S.A. 


PRODUCTION SUPPLIES 


300 SERIES COPOLYMER-FRAME CONDUCTIVE STORAGE CABINETS 
(CONT.) 


separately; go online or call. 


Price Each 
Mfg. Part No. Height Width Depth Stock No. 1-9+ 
CPC-30020 11.25" 12° 6" 84N1453 ae 
CPC-30030 11.25” 12” 6" 84N1455 201.37 
CPC-30026 16.5” 12” e 84N1454 236.21 
CPC-30045 16.5” 12" 6" 84N1456 238.56 
PIM_7176 


PLASTIC FRAME STORAGE CABINETS 


D URATOOL 


@ SPC11296 - No. of Drawers: 30 
@ SPC11297 - No. of Drawers: 45 


Model Specifications: 

@ SPC11294 - No. of Drawers: 20 
@ SPC11295 - No. of Drawers: 26 
High-density storage can be achieved with these all-plastic cabinets. Maximize any work area by organizing 
and storing tools, hardware or parts. Designed with a sturdy shell and drawer rail structure for extra strength. 


These rugged cabinets can be stacked or wall mounted for greater storage flexibility. Drawers are all molded in 
clear styrene resin for optimum visibility and speedy retrieval of contents. Each cabinet features drawer stops 
to prevent accidental spills. 
K-824 Price Each 
Price Each Mfg. Part No. Height Width Depth Stock No. 1-9+ 
Mfg. Part No. Height Width Depth Stock No. 1-4+ SPC11296 11.25” 12" 6" 34C7539 37.01 
Transparent, Compartments = 12 SPC11294 11.25” 12” 6” 3407537 = 
K-208 1.375" 45° 8.25" 44N4967 = SPC11295 16.5" 12" 6 34C7538 - 
K-602 1.75” 6.75" 11” 44N4961 = SPC11297 16.5” 12" 6 3407540 _ 
K-812 2.312” ci 13.125" 44N4964 39.08 PIM_68818 
Transparent, Compartments = 18 
S 1.375" 4.5" 8.25" 44N4 aa 
K-200 : : : o68 PLASTIC COMPARTMENT a MADE ry URATOOL 
K-618 1.75 6.75 11 44N4962 17.03 BOXES AND STORAGE RACKS Wa SA 
Transparent, Compartments = 24 © Ideal for storing small parts and slectronic 
K-824 2.312" 9° 13.125" 44N4965 39.08 components 
Transparent, Compartments = 36 Storage boxes manufactured from high-strength, oil- 
= 7 5 resistant polypropylene. Feature 2 snap latches and 
K-166 1.687 7.125 10 44N4969 = heavy-duty, reinforced hinges that allow lid to stand 
Transparent, Compartments = 6 open. Handy metal storage racks hold 5 storage boxes. 
K-203 1.375" 45° 8.25" 44N4966 ae Rack features durable gray baked enamel finish. 
- Keyhole slots permit wall mounting of rack. Convenient 
K-606 1.75) 6.75 11 44N4960 = handle on top of rack can be removed for stacking. 
K-806 2.312" 9” 43.125” 44N4963 he: Racks enable use of floor or table-top space. 
PIM_7055 
Antistatic Boxes 
Price Each 
Mfg. Part No. Height Width Depth Stock No. 1-4+ 
Compartments = 18 BSS70714 
CB-6018 1.75" W 6.75" 87N2414 = ; ; NRriceEACHy 
Compartments = 24 Mfg. Part No. Height Width Depth Stock No. 1-9+ 
CB-8024 PEP 13.125" 9 87N2416 93.15 Transparent, Storage Box - Compartments End : 
PIM_5513117 8537-0706 1.67 10.6 6.475 16N2330 = 
Transparent, Storage Box - Compartments = 13 
300 SERIES COPOLYMER 8537-0707 1.67” 10.6" 6.475” 16N2331 7.33 
. MADE Transparent, Storage Box - Compartments = 18 
FRAME CONDUCTIVE Wha sa D URATOOL 7 = : 
STORAGE CABINETS 8537-0708 1.67 10.6 6.475 16N2332 7.33 
Transparent, Storage Box - Compartments = 24 
8537-0712 2.215" 12.86” 8.89" 16N2336 _ 
Transparent, Storage Box - Compartments = 6 
8537-0705 1.67” 10.6" 6.475” 16N2329 1.47 
8537-0709 2.215" 12.86” 8.89" 16N2333 4.66 
PIM_7225 


CPC-30020 


CPC-30030 


CPC-30026 CPC-30045 


Model Specifications: 
© CPC-30020 - No. of Drawers: 15 (1.375 x 2 x 


5313”), 1 (2.25 x 11 x 5.313") 
© CPC-30030 - No. of Drawers: 30 (1.375 x 2 x 


5.313"), 4 (2.25 x 2.5 x 5.313"), 1 (2.25 x 11x 5.313") 
5.313”) © CPC-30045 - No. of Drawers: 45 (1.375 x 2 x 
@ CPC-30026 - No. of Drawers: 15 (1.375 x 2 x 5.313") 


5.313”), 8 (2.25 x 2.5 x 5.313”), 2 (2.25 x 5.312 x 


Durable cabinets protect against static damage with copolymer shells and drawers and static ground wire. 
Rustproof, dentproof construction. Meet military specification DOD-HDT3K-263. Order drawer dividers 
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SCOOP COMPARTMENT Loa] 
BOXES, SLIDING RACKS, AND eek D URATOOL 


BASES 
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PRODUCTION SUPPLIES 
STORAGE PRODUCTS 


SCOOP COMPARTMENT BOXES, SLIDING RACKS, AND BASES (CONT.) 


2 
| xe 
8537-0696 
8537-0691 8537-0694 
Durable rust- and acid-resistant steel boxes with gray baked-enamel finish. Feature high-impact plastic inserts 
with rounded design to ease part removal. Mfg. part nos. 8537-0701 and 8537-0694 adjustable boxes allow 
customizing the number and size of compartments with 9 removable dividers. Drawers ride on coated slides 
and tracks and have stops to prevent accidental pull-out. Slide racks enable easy storage and access to 2 or 4 
boxes. Reinforced metal rack bases support loaded boxes in the open position without tilting. 
Price Each 
Mfg. Part No. Height Width Depth Stock No. 1-9+ 
Grey, Adjustable Compartment Box 
8537-0694 3.125” | 18.375" 11.937" 16N2317 67.29 
Grey, Storage Box, 12 Compartment 
8537-0692 3.125” 18.375" 11.937" 16N2315 ee 
Grey, Storage Box, 16 Compartment Box 
8537-0699 2.125” 13.562" 9.312" 16N2322 42.46 
Grey, Storage Box, 20 Compartment 
8537-0698 2.125” 13.562" 9.312" 16N2321 42.46 
Grey, Storage Box, 24 Compartment 
8537-0691 3.125” | 18.375" 11.937" 16N2314 = 
PIM_7227 


AKROBINS® AND ESD AKROBINS® 
STORAGE BINS 


on 
AKRO-MILS 


30320 


30-210 


30-235 


30-220 ESD 


98636 


Optimize storage space and organize more efficiently by using AkroBin® heavy-duty storage bins. Sturdy, 
one-piece molded polypropylene construction is water-, rust-, and corrosion-proof and unaffected by weak acids 
and alkalis. Easily stacked together or hang from Akro-Mils louvered racks and panels, rail racks, and carts for 
high-density storage. Choose from a wide assortment of sizes. Color: blue. Also available in red, yellow, green 
and stone; go online or call. 

ESD AkroBins® containers dissipate electrostatic charges which can severely damage sensitive electronic 
components. Color: black only. 

33” Wide AkroBins® are great for storing multiple sizes and shapes of materials including extra long parts. 
Heavy-duty polypropylene construction with rigid grid design on base for additional load support and reinforced 
sides for secure stacking. Features full-width hanger lip to support bin on hanging systems. Fits on standard 
Akro-Mils rail, louver and 36” shelf systems. Large label area on front accommodates multiple labels. Choice 
of five colors: blue, red, yellow, green and stone. Removable bin dividers for creating up to eight internal 
compartments are available; go online or call. 


98636 is a 36x8x21” Bench Rack with a 120Ib capacity. This louvered panel used with AkroBins® offer the 
ultimate in storage flexibility. Secure stationary racks to the wall or floor and wall-mountable panels to a solid 
structure. 
Price Each 
Mfg. Part No. Height Width Depth Stock No. 1-9+ 
33” Wide AkroBins® 
30320BLUE ° 33” 8.62" 84M7536 38.22 
AkroBins® 
30210BLUE 2.99” 4.13” 5.39” 80W089 3.39 
30220BLUE 2.99” 4.13" 7.36" 80w090 4.64 
30230BLUE 5” 5.51” 10.87" 80Ww091 11.66 
30235BLUE 5” 10.98” 10.87” 46F7471 23.39 
30239BLUE 7.01” 8.27” 10.75” 46F7472 25.10 
30240BLUE 7.01” 8.27" 14.76" 80w092 22.97 
30250BLUE 7.01” 16.5” 14.76" 80Ww093 41.88 
ESD AkroBins® 
30220ESD 3° 4.125” 7.375” 48F2480 15.07 
30230ESD 10.875" 5.5” 5 48F2482 34.81 
30235ESD 10.875" 11" 5" 48F2483 42.03 
PIM_7133 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


19 SERIES HEAVY-DUTY STEEL STORAGE 
CABINETS AND STORAGE-GO-ROUND 
STORAGE CABINET RACK 


on 
AKRO-MILS 


19715BLACK 19320YELLOW 


Storage-Go-Round 
with Turntable Base 
Features: 
@ For industrial-strength small parts storage that 
stands up to the toughest environment 
© Two steel cabinets fit side-by-side on standard 36” allow instant content identification 
wide shelving @ Unique rear stop tab on each drawer prevents 
© Choice of five different drawer sizes spills 


19 series heavy-duty steel cabinets organize and protect components. A variety of drawer configurations 
provide versatile storage solutions. Cabinet features heavy-duty welded steel frame with gray chip-proof, 
powder-coated finish. High-impact, polypropylene transparent drawers are removable and dividable. Comes 
complete with two dividers and one label for each drawer. Cabinets stack securely and are wall mountable 
or create a carousel-type storage system with mfg. part no. 98325 Storage-Go-Round storage cabinet rack; 
ordered separately below. 

Storage-Go-Round storage cabinet rack with turntable base is a rotating storage system for housing and 
organizing small parts, tools, and products. Holds up to 20 19 series 17” wide steel storage cabinets; ordered 
separately above. Provides access to as many as 560 drawers in less than three square feet of floor space. 
Holds up to 1000 Ibs. of parts. Assembly required. 

Storage-Go-Round Cabinet Rack - 31”L x 31”W x 60”H - With turntable base, rotating storage system for 
housing and organizing small parts, tools and products. Holds up to 20 19 series 17” wide steel storage 
cabinets; ordered seperately. Provides access to as many as 560 drawers in less than 3 square foot of floor 
space. Holds up to 1000lbs of parts. Assembly required. 


@ Removable drawers are rust-, corrosion- and 
dent-proof 
@ Molded-in label holder and transparent drawers 


Price Each 
Mfg. Part No. Height Width Depth StockNo. | 1-9* 
Drawers = 15 
19-715 11" 17” 11” 80W063 420.54 
19715RED 11" 17" dt 6771911 = 
19715BLUE 1" 17" 11" 6771910 629.02 
19715YELLOW 11" 17” 11" 6771912 — 
19715BLACK 11" 17 11" 6771909 628.49 
Drawers = 16 
19-416 1" 17" 1" 80W050 428.83 
19416RED 11" 17’ qa? 6771907 = 
19416BLUE 11" 17 11” 6771906 628.75 
19416YELLOW 11" 17" ft? 6771908 = 
19416BLACK 11" 17” i 6771905 628.28 
Drawers = 20 
19-320 11" 17’ 11” 80W062 426.88 
19320RED 11” 17” 11” 6771903 eS 
19320BLUE 11" 17" 11" 6771902 647.08 
19320YELLOW ar 17" 11" 6771904 = 
19320BLACK 1 17° a 6771901 646.66 
Drawers = 28 
19228 11" 17" it? 2709417 345.38 
19228RED 1" 17” ft? 6771899 as 
19228BLUE 11" 17” 11" 6771898 690.29 
19228YELLOW 11" 17” 11" 6771900 ee 
19228BLACK 1" 17" 11" 6771897 689.84 
Drawers = 9 
19-909 1" 17° 1” Bowes 398.92 
19909RED 11" 17 11" 6771915 = 
Storage-Go-Round Cabinet Rack 
98325 60” 31” 31” 66F4373 2498.20 
PIM_7112 


STACKABLE STORAGE CABINETS 


| | 
Features: aaa 
© Strong plastic cabinets organize and protect components AKRO-MILS 
@ A variety of drawer configurations provide versatile = = 
storage solutions » 
© Cabinets stack securely and are wall mountable 
© Polypropylene drawers: unbreakable, flexible, 
strong, see-through, chemical resistant 
Drawer Sizes: 
© 10116 - 5 1/4" x 2 1/8" x 1 1/2" 
© 10126* - 20x 5 1/4” x 2 1/8" x 1 1/2”, 6x 5 1/4” x 
43/8" x 2” 
© 10124 - 5 1/4" x 4 3/8" x 2" 
© 10144* - 32x 5 1/4” x 2 1/8" x 1 1/2”, 12x 5 1/4” 
x 4 3/8" x 2” 
@ 10164 - 5 1/4” x 2 1/8" x 1 1/2” 
Mfg. part nos. 10126 and 10144 combo cabinets 
feature two drawer sizes”. 
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PRODUCTION SUPPLIES 
STORAGE PRODUCTS 


STACKABLE STORAGE CABINETS (CONT.) ERGO TROLLEYS (CONT.) 
Price Each Price Each 
Mfg. Part No. Height Width Depth Stock No. 1-9+ Mfg. Part No. Description Stock No. 1+ 
10116 8.5" 10.562" 6.375" 30H0871 48.79 860425-35 Lower Shelf 84X8923 = 
10126 10.343" 20" 6.375" 30H0873 74.14 PIM_5465328 
10164 15.812" 6.375" 20" 30H0875 101.02 
10144 15.812" 20" 6.375" 30H0874 97.47 
10124 15.812" 20" 6.375" 30H0872 97.47 MUETUTROELEY? S OVE | | a’ 
PIM_7129 


AKROBIN® CABINETS WITH REMOVABLE 
STORAGE BINS 


of 
AKRO-MILS 


AC3624Y3AS, AC3618Y 
AkroBin® Cabinet with 3 Shelves AkroBin® Cabinet with Flush Doors 


@ Fully assemblied and ready-to-use included 

© Constructed from 16-gauge steel @ Louvered panel on back wall 

@ Popular gray powder-coat finish @ Locking double doors with two keys 
@ Removable, bright yellow AkroBin® storage bins 


AkroBin® steel cabinets are perfect for storing and protecting parts, tools, supplies and personal belongings 
from dust, damage and theft. Each cabinet comes complete with yellow AkroBin® polypropylene storage bins 
in assorted sizes to customize a unique storage system. Additional AkroBins® are available; order separately 
Mfg. part no. AC3624Y3AS AkroBin® cabinet features three full 24” shelves, louvered panel on doors and back 
wall to securely hold up to 102 AkroBins®. Comes complete with 102 yellow AkroBin® polypropylene storage 
bins: 48 5-3/8"L x 4-1/8"W x 3°H bins, 48 7-3/8"L x 4-1/8’W x 3’H bins and six 14-3/4"L x 16-1/2’W x 7°H bins. 


Price Each 
Mfg. Part No. Height Width Depth Stock No. 1-9+ 
AC3618Y 78° 36” 18” 41J4060 2897.55 
AC3624Y3AS 78” 36” 24” 4134061 4271.82 
PIM_84374 
STORAGE CASES 


@ Grid Design in Lid Keeps Items in Their Own Compartments 
@ Small and Medium Cases Include 4 Front-to-Back Adjustable 


on 
AKRO-MILS 


Dividers 
@ Large Cases Include 5 Front-to-Back Adjustable 
Dividers 
\s = ie 
tl 
- 
id 
Price Each 
Mfg. Part No. Height Width Depth Stock No. 1-9+ 
Transparent 
05705 1.625” 5.125” 8.625" 32C8287 11.57 
05805 2.375” T 11” 3208290 17.12 
05905 25° 9.5” 14.375" 3208293 22.90 
PIM_68790 
ERGO TROLLEYS 


Sovella: 


HUMAN WORKSPACE 


The Ergo trolley provides extra workspace to any environment. Height is continously adjustable from 25.59 
to 35.43”. Lower shelf available for additional storage when required. Also available as an ESD safe version. 
Carrying HeniceiEach) 
Mfg. Part No. Capacity Length Width Height Stock No. 1+ 
Ergo 
860422-41 330Ib 19.68” 29.52" 35.43” 84X8922 = 
Ergo, ESD 
860422-35 330lb 19.68” 29.52” 35.43” 84X8921 as 
Storage 
852773-41 198lb 17.72" 25.59" 30.51” 84X8919 655.75 
> CONTINUED > 
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| Dy cme oa | HUMAN WORKSPACE 
ry oT 


E 


ro 


Multi trolleys provide an ergonomic mobile workstation. Multitrolleys are available in three different widths: M20, 
M30 and M36, mraning all module sized accessories can be used. Equiped with four swivel casters (diameter 
3.93 inches), two of which have brakes. ESD versions available. 
Carrying | | Price Each" 
Mfg. Part No. Capacity Length Width Height Stock No. 1+ 
Multi Trolley 4 
C72141001 660Ib 28.14" 19.7" 44.48” 84X8884 = 
C72141002 660lb 28.14" 29.5" 44.48” 84X8885 = 
Multi Trolley 1 ESD 
C72135001 660Ib 28.14" 19.7" 44.48” 84X8881 —_ 
C72135002 660Ib 28.14" 29.5" 44.48” 84X8882 = 
C72135003 660Ib 28.14" 35.4" 44.48” 84X8883 = 
Multi Trolley 2 
C72241001 660Ib 28.14" 19.7" 64.17” 84X8890 —_ 
C72241002 660Ib 28.14" 29.5" 64.17” 84X8891 es 
C72241003 660lb 28.14" 35.4" 64.17" 84X8892 = 
Multi Trolley 2 ESD 
C72235001 660Ib 28.14" 19.7" 64.17” 84X8887 — 
C72235002 660Ib 28.14" 29.5" 64.17" 84X8888 —_ 
PIM_5465329 
SPECIALITY TROLLEYS 


Sovella: 


HUMAN WORKSPACE 


The server/rack trolley provides mobile storage or a WIP buffer for servers or 19” rack size electronics. The 
server trolley bracket shelves have 20.75” space between brackets. Also available in ESD version. 


Carrying Price Each 
Mfg. Part No. Capacity Length Width Height Stock No. the 
Server / Rack 
14-C94041565 880Ib 30.7" 28" 78.34” 84X8904 _ 
Server / Rack, ESD 
14-C94035565 | 880Ib 30.7" 28" 78.34" | 84X8903 _ 
PIM_5465346 
SPECIALITY TROLLEYS &S | | ® 
HUM ° vel Ss Pa 
S— 
4 ™ 


Basic Trolley 4 Basic Trolley 5 
Equip your trolleys with shelves, tops and otheraccessories to fit any application, such as parts transportation or 
tool storage. All trolleys are equipped with four swivel casters (@ 5.90 inches), two of which have brakes. Basic 
trolleys can be combined with all the M30 accessories. 


Basic Trolley 2 Basic Trolley 3 
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PRODUCTION SUPPLIES @ Indicates RoHS Compliant | Find Datasheets Online 
STORAGE PRODUCTS 
SPECIALITY TROLLEYS (CONT.) PORTABLE SMALL PARTS COMPARTMENTED CASES (CONT.) 
Carrying | Price Each Price Each 
Mfg. Part No. Capacity Length Width Height Stock No. 1+ Mfg. Part No. Height Width Depth Material Stock No. 1-9+ 
Basic Trolley 2 SC-724 11.75" 15.5" 25° Copolymer 44N4956 = 
€74007102 770!b 28.14" 31.49" 64.96" 84X8897 1095.81 SC-748 11.75" 15.5” 5 Copolymer 44N4957 = 
Basic Trolley 3 8467-0332 13” 18.5" 3” Copolymer 16N079 = 
74041003 770Ib 28.14" 31.49” 64.96" 84X8899 1180.46 8467-0333 13” 18.5" 3 Copolymer 16N080 47.13 
Basic Trolley 4 PIM_7226 
74007004 770Ib 28.14" 31.49” 64.96" 84X8896 fim@oron 
Esse wey? HEAVY-DUTY TOOL BOXES = 
74007105 770Ib 28.14" 31.49” 64.96" | 84X8898 1396.30 Rugged Plastic- Akro ProBoxes, Ba 
PIM_5465425 Color: Red AKRO-MILS 


CABINET TROLLEYS S Ove | | a’ 


HUMAN WORKSPACE 


Afitter’s trolley with drawers lets you take your tools wherever you go, while keeping them organized. The rubber 
mat helps keep tools in place while you are working and the 
drawer unit comes equipped with a safety lock that allows only one drawer to be opened at a time. This helps to 


keep the trolley in balance — even with heavy loads. Fitter’s trolleys are equipped with four swivel casters (0 3.93 
inches), two of which have brakes. Fitter’s trolley can be combined with all M30 accessories. 


Carrying Price Each 
Mfg. Part No. Capacity Length Width Height Stock No. 1+ 
Cabinet, Cabinet Trolley Only 
BT-550 150kg 600mm 760mm 1.7m 84X8873 = 
Cabinet, Trolley plus 4 551-3 & 4 554-3 Cabinets 
BT-550SET 150kg 600mm 760mm 1.7m 84X8878 ens 
ESD Cabinet, Cabinet Trolley Only 
BT-550ESD 150kg 600mm 760mm 1.7m 84X8874 =a 
ESD Cabinet, Trolley plus 4 551ESD & 4 554ESD Cabinets 
BT-550ESDSET3 150kg 600mm 760mm 1.7m 84X8877 = 
ESD Cabinet, Trolley plus 8 551ESD Cabinets 
BT-550ESDSET2 150kg 600mm 760mm 1.7m 84X8876 = 
ESD Cabinet, Trolley plus 8 554ESD Cabinets 
BT-550ESDSET 150kg 600mm 760mm 1.7m 84X8875 = 
PIM_5465427 
PORTABLE SMALL PARTS en 
COMPARTMENTED CASES eal D UI RATOOL 
Features: 


@ Handsome, Satchel-Style Cases with See-Through 
Lids, Molded from Rugged Copolymer Resin 

© Comfortable Luggage-Style Handles; Positive Latch- 
es Keep Lids Securely Closed 

@ Adjustable Cases Have Removable Dividers for 
Custom Design 

@ Used by Professionals in Virtually Every Area of 
Sales or Service 

Model Specifications: 

© SC-724 - Small - 9-24 Adjustable Compartments 

@ SC-748 - Small - 18-48 Adjustable Compartments 

© 8467-0332 - Large - 4-16 Adjustable Compart- 
ments 

© 8467-0333 - Large - 21 Fixed Compartments 

Boxes are molded from rustproof copolymer resins and 

feature tinted covers. 

Mfg. part no. SC-748 is a 2-sided case and has 9 to 24 

compartments per side. 

Mfg. part no. SC-724 is the same, but 1-sided only. 


SC-748 
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Carry fully loaded boxes with confidence. 

Steel draw latch snaps tightly closed. 

Handle provides comfortable, secure grip. 
Oversized padlock eye accepts large padlock for 
securing tools. 

® Trays included in 14”, 17”, and 20” Akro ProBox. 


Price Each 
Mfg. Part No. Height Width Depth Stock No. 1-9+ 
09912 102mm 305mm 152mm 9200704 14.00 
09514 206mm 356mm 197mm 30H0867 == 
PIM_7131 
TOOL CASES 


a 


600T-CB 


369TH-SGSH 


aluminum frame, cast key locks, golf-grip handle, 
piano hinge, molded adjustable bottom divider; one 
pocket and two tool pallets 

© Mfg. part no. 369TH-SGSH is larger in size with 
recessed hardware, combo lock, telescoping 
handle, wheels and super-size tool pallets 

© Mfg. part no. 4140TH-SGSH is stackable and has 
molded-in bumper system, key locking latches, 
piano hinge, combo lock 


410TH-SGSH 


© Mfg. part no. 600T-CB has durable ribbed 
outershell, molded handle, chrome-plated keylocks 
and two tool pallets 

© Mfg. part no. 800T-CB has chemical-resistant 
shell, extruded aluminum frame, golf-grip handle, 
chrome-plated keylocks and two tool pallets 

© Mfg. part no. 928T-CB has heavy-duty frame with 
gasket, golf-grip handle and two tool pallets 

© Mfg. part no. 920TC-CB has durable ribbed shell, 


All cases come in popular black. Additional case sizes and styles are available; go online or call. NOTE: tools 

shown are not included. 

Part nos. 369TH-SGSH & 920TC-CB contain built-in TSA lock to protect contents when travelling. 

Price Each 

Mfg. Part No. Height Width Depth Material Stock No. 1+ 
600T-CB 361.95mm | 469.9mm | 177.8mm | PE (Polyethylene) | 97B8318 217.45 
928T-CB 361.95mm | 482.6mm | 231.78mm | PE (Polyethylene) | 87F3581 257.62 
800T-CB 393.7mm_ | 463.55mm | 184.15mm | PP (Polypropylene) | 87F3595 = 
369TH-SGSH | 431.8mm | 514.35mm | 304.8mm | PE (Polyethylene) | 83F7705 529.65 
410TH-SGSH | 438.15mm | 495.3mm | 317.5mm | PE (Polyethylene) | 97H1495 610.91 
920TC-CB 457.2mm | 330.2mm | 228.6mm | PE (Polyethylene) | 97H1646 301.61 

PIM_5564 


ALL-PURPOSE EQUIPMENT CASES 


aa 


ABS Polyethylene 


© |mpact-resistant HMW Polyethylene shell 
@ Heavy-duty aluminum valance 

® Cast chrome keylocks 

© Golf-grip handle 


ABS (Plastic) Cases: 

© Scuff-resistant molded ABS thermoplastic shell 

@ Extruded aluminum rim, keylocks, and strong 
handle 

Polyethylene Cases: 

All cases are filled with layers of cubed foam and a flat cushion in the bottom and convoluted and/or flat cushion 

in the lid. Ideal for transporting and displaying of delicate items. Perfect for medical or audiovisual equipment. All 

cases come in popular black. Additional case sizes and styles are available; go online or call. 
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ALL-PURPOSE EQUIPMENT CASES (CONT.) 


Price Each 
Mfg. Part No. Height Width Depth Material Stock No. 1+ 
1412 12.5” 10” 5.125” Plastic 87F3584 99.47 
1416 16.5" 12.75" 5.5” Plastic 87F3585 114.33 
1419 19° 15" 6 Plastic 94F7677 127.07 
1425 19.25” 14.25” 7.75" Plastic 87F3586 163.70 
221609 21.5” 15.5” 9” PE(Polyethylene) 87F3589 324.44 
PIM_5566 


PELICAN PROTECTOR WATERTIGHT EQUIPMENT CASES 


1400 1440 1550 
Features: © Neoprene O-ring seal and automatic pressure 
© Watertight and airtight to 30’ for ultimate in equalization valve 
protection @ Easy-open double-throw latches 
@ Lightweight, space-age structural resin @ All cases come in popular black 
construction @ Manufacturer's unconditional lifetime guarantee 
© Open cell core with solid wall design of excellence 
These watertight, crushproof and dustproof equipment cases feature prescored Pick ‘N’ Pluck™ (no cutting 
required) with convoluted lid foam, locking flanges, and a comfortable molded fold-down handle. Additional case 
sizes and styles are available; go online or call. 
Price Each 
Mfg. Part No. Height Width Depth Material Stock No. 1+ 
1300WF 10.625" 9.688" 6.875" Resin 66H7558 131.45 
1400WF 13.375” 11.625” 6" Resin 97H1356 375.42 
1450WF 16" 13” 6.875” Resin 93B7541 255.82 
1500WF 18.5” 14.062" 6.875" Resin 25€4185 297.21 
1550WF 20.63” 16.9” 8.13” Resin 25€4186 367.51 
1600WF 24.25” 19.43” 8.7" Resin 97B9396 435.65 
1620WF 24.812" 19.375" 13.875" Resin 57H7190 612.74 
1650WF 32.75" 20.5” 11.312" Resin 25C4188 = 
PIM_68047 
MECHANIC’S TOOL BAGS pAIlAS 
Features: plot 
@ Heavy-Duty Nylon Construction for 
Durability 


@ 8 Inside Pockets and 2 Pouches on 
the Outside Keep Smaller Tools and 
Parts Better Organized 

© Water and Stain Resistant Exteriors 

© Outside Dimensions: 12L x 6W 
x6.5"D 

© MTB - Black 

@ MTB-BLU - Blue 

@ MTB-BURG - Burgundy 


Price Each 
Mfg. PartNo. | Height | Width | Depth Material StockNo. [1+ 
MTB-BURG 6" 12" 65" Nylon (Polyamide) | 2504143 33.30 
MTB-BLU 6" 12" 65" Nylon (Polyamide) | 1601530 36.58 
MTB 6" 12" 6.5” Nylon (Polyamide) | 2504142 33.30 
PIM_68046 
TOOLS AND PARTS BAGS 


35-535 
35-655 


35-533 
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PRODUCTION SUPPLIES 
TOOL BAGS & CARRIERS 


TOOLS AND PARTS BAGS (CONT.) 


35-402 


Mfg. part no. 35-655 Divider Pouch™ small parts bag has six internally divided pockets, each 5” in depth. An 
outside drawstring closes the pouch. 

Mfg. part no. 35-533 Tool Carrier™ natural canvas bag has 18 stitched, outer pockets. 12 pockets are 2-1/3W 
x 5-7/8'D, six pockets are 4-2/3W x 7-3/8"D. Velcro® closure. 
Mfg. part no. 35-535 mechanic's tool bag has a large capacity, zippered main storage area. Eight interior 
pockets keep small tools in place and easy to find. Two 10” x 4” exterior, snap-closure pockets hold larger tools 
or loose items. 


Mfg. part no. 35-402 zippered pouche is constructed from a durable, water-resistant material and feature a 
heavy-duty, self-repairing zipper opening. 
Price Each 
Mfg. Part No. Height Width Depth Stock No. 1+ 
Zippered Pouch 
35-402 5.5” 10.5” 0.5” 23K9300 — 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
35-535 Large Capacity Mechanics Tool Bag 48F1323 56.13 
35-533 Tool Carrier™ 52F9080 ee 
PIM_5789 
ZIPPER TOOL BAGS KLEIN 


TOOLS. 


_— 


5139 5139B 
© Conveniently stores pliers, wrenches, drivers, other @ Overall size: 12-1/5” long x 7” high 
tools and spare parts 
Mfg. part no. 5139 sturdy, white tool bag constructed of No. 10 canvas features a strong zipper closure. 
Mfg. part no. 5139B durable, black tool bag constructed of Cordura® ballistic nylon, a high-performance fabric 
resistant to abrasions, tears, and scuffs. Features a heavy-duty nylon zipper closure. 


Price Each 
Mfg. Part No. Type Stock No. |e 
5139 ToolBag 94F5772 17.12 
5139B ToolBag 50M2248 15.14 


PIM_56577 
ELECTRICIAN’S AND BUNDLING TAPE oe 
Available 


Transp. 
oo 2 oy, 
eo 


2000 3939 


ormance Plus. 
3979 e 


8979 


Mfg. part no. 2000 - Cloth-free, electrician’s bundling tape is embossed with PVC backing, which offers a clear 
adhesive transfer. Tape tears easily and evenly by hand for quick, on-the-go application. Comes off clean leaving 
no sticky residue. The temperature-stable adhesive makes it easy to handle; does not melt in hot weather or 
fail to stick in cold. Color: gray. 
Mfg. part no. 2120 - Transparent bundling tape is strong enough to tackle almost any repair project in or 
around the home, vehicle, boat or job site. Transparent when applied, this clear duct tape makes repairs less 
noticeable. Lasts six times longer than other heavy-duty duct tapes, based on accelerated weathering, providing 
long-lasting repairs. 
Mfg. part no. 3939 - General purpose duct tape offers good adhesion and strong backing. 
Mfg. part no. 6969 - Polyethylene-coated industrial strength duct tape is for use in moisture proofing, duct 
sealing, protecting and general-purpose applications. 
Mfg. part no. 8979 - Performance plus duct tape has clean removal for up to 6 months indoors and outdoors. 
Mfg. part no. 2929 - Utility duct tape is a versatile, practical choice for a variety of general use applications. 
Sticks well on metal, plastic, concrete and other surfaces. 
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TAPE 


ELECTRICIAN’S AND BUNDLING TAPE (CONT.) SCOTCH® VINYL ELECTRICAL TAPE FOR COLOR CODING 35 SERIES 
Price Each (CONT.) 
Mfg. Part No. Color Length Width Stock No. 1-4+ Price Each 
Gaffer / Duct / Cloth, PE (Polyethylene) Film Mfg. Part No. Color Length Width Stock No. 1-4+ 
@ 6969 BLACK (2”X60YDS) Black 60yard 2 95C2820 34.70 Electrical Insulation, PVC (Polyvinyl Chloride) 
@ 6969 SILVER (2"X60YDS) Silver 60yard 2 93F6922 29.08 @ 35 GREEN (1/2"X20FT) Green 20 0.5” 87F673 2.91 
Gaffer / Duct / Cloth, PP (Polypropylene) @ 35 GREEN (3/4"X66FT) Green 66 0.75" 95C2721 9.38 
@ 8979 BLACK (2"X60YDS) Black 60yard 2" 93K5564 31.54 @ 35 GRAY (1/2”X20FT) Grey 20ft 0.5" 36F903 2.48 
@ 3939 SILVER (2”"X60YDS) Silver 180ft 2" 95C2750 22.24 @ 35 GRAY (3/4"X66FT) Grey 66 0.75" 36F907 9.38 
Gaffer / Duct / Cloth, PVC (Polyvinyl Chloride) @ 35 ASSORTMENT Multicolor 20 0.5" 93K5558 = 
@ 2000 GRAY (2”X50YDS) Grey S0yard 2 18C0979 10.47 @ 35 ORANGE (1/2"X20FT) Orange 20: 0.5” 87F755 2.91 
PIM_65678 @ 35 ORANGE (3/4"X66FT) Orange 66 0.75" 87F756 9.38 
@ 35 RED (1/2"X20FT) Red 20ft 0.5” 30M8010 2.91 
es RoHS @ 35 RED (3/4"X66FT) Red 66 0.75" 46F4354 9.38 
Fir etranbnolbelfeeeseticiaies Sepia @ 35 VIOLET (3/4"X66F Violet 66 0.75" 952722 
@ High tack adhesive for good quick stick to many surfaces Available ( ) EB 9.38 
© Conformable and tears easily by hand : @ 35 WHITE (1/2"X20FT) White 20ft 0.5" 36F901 2.91 
Multi-Purpose Duct Tape 3900 is a polyethylene backing that resists ‘- ~~ @ 35 WHITE (3/4"X66FT) White 66 0.75" 30M8011 9.38 
moisture prolonging the tape bond in moist or humid environments. The el = - 
rubber adhesive sticks well to many surfaces. It is a versatile tape for @ 35 YELLOW (1/2’X20FT) Yellow 20 0.5 36F902 2.91 
many applications. Available in seven colors for color coding. Used for @ 35 YELLOW (3/4”X66FT) Yellow 66 0.75" 46F4356 9.38 
sealing, holding, bundling, reinforcing, identifying, tabbing, wrapping, PIM 77514 
splicing and protecting. es 
SCOTCH® VINYL ELECTRICAL TAPE SUPER 88 
Super 88 Scotch® electrical tape is premium-quality, 


heavy-duty 8.5-mil vinyl plastic that is flame-retardant 
and weather-resistant. Excellent low-temperature 
characteristics. Extra thickness provides added electrical 


RoHS _ 
Compliant 
Available 


[Price Each = properties, quicker insulation buildup, and abrasion 
Mfg. Part No. Color Length Width Stock No. 1-19+ resistance. Meets ASTM D-3005-72, type Il and G 
Gaffer / Duct / Cloth, PE (Polyethylene) Film MIL-l-24391. Color: black, ; 
© 3900-BLACK Black 6Oyard 7.88" 29K7338 16.04 Mfg. part no. Super 88 size: 3/4” (19.1mm) x 66’ (20.1m). 
@ 3900-BLUE Blue 60yard 1.88" 29K7339 16.04 
@ 3900-OLIVE Olive Green 60yard 1.88" 29K7340 16.04 
@ 3900-RED Red 60yard 1.88” 29K7341 16.04 
@ 3900-SILVER Silver 60yard 1.88” 29K7342 16.04 
© 3900-WHITE White 60yard 1.88" 29K7343 16.04 Price Each 
@ 3900-YELLOW Yellow 60yard 1.88" 29K7344 16.04 Mfg. Part No. Color Length Width Stock No. 1-4+ 
PIM 209468 Electrical Insulation, PVC (Polyvinyl Chloride) 
@ 88-SUPER (3/4"X66FT) Black 66ft 0.75" 36F886 12.64 
PIM_9226 


SCOTCH® SUPER 33+™ VINYL ELECTRICAL 
TAPE 

Scotch® SUPER 33+™ professional-use, 7-mil electrical 
tape stretches easily, sticks aggressively in temperatures 
ranging from 0°F to 221°F. Provides excellent resistance 
to flame, abrasion, moisture, alkalies, solvents, oil, 


SCOTCH® MASTIC PADS 2200 AND SCOTCH® 
fois RUBBER MASTIC ROLLS 2228 


Compliant ‘ 
Available Scotch® mastic pads 2200 and 


: , ; Scotch® rubber mastic rolls 2228 are RoHS | 
ultraviolet rays, and many acids. Color: black. UL listed, G ideal for padding and sealing electrical compliant 
CSA certified. splice connections. Ethylene propylene 

rubber bonded to tacky, temperature- 

stable mastic. 

Price Each 
Mfg. Part No. Color Length Width Stock No. 1-4+ 
Electrical Insulation, PVC (Polyvinyl Chloride) | Price Each 
@ 33+SUPER (3/4"X20FT) Black 20ft 0.75" 30M8008 4.67 Mfg. Part No. Color Length Width Stock No. iia 
© 33+SUPER (3/4°X66FT) Black Bett 075" 30M8009 10.55 Electrical Insulation, EPR (Ethylene Propylene Rubber) 
PIM 9246 @ 2228 (2"X10FT) | Black 10ft 2" 95F6315 55.34 
Electrical Insulation, PVC (Polyvinyl Chloride) 

@ 2200 (3-1/4"X4-1/2”) Black ie 3.25” 87F733 ese 
paola VINYL ELECTRICAL TAPE FOR COLOR CODING 35 oN © 2200 (6-1/2°KA-112) | Back — 1 peed ae 

PIM_9247 


RoHS i e—=ee es, 
Geena 
walle ~—- SCOTCH® ELECTRICAL MOISTURE Saas cs 
Ora SEALANT ROLL 06147 AND PAD wvaiable SS 

06149 
Mfg. part nos. 06147 Scotch® electrical moisture sealant roll applies 
quickly and easily to insulate, seal, and protect electrical/electronic 
connections. Self-fusing, rubber-based insulating mastic forms a 
moisture-tight seal around connections. Tough, elastic, vinyl backing 


PROFESSIONAL GRADE 


Uy tenn, ess, av! ny woke Cee O17 elt Oe elon AVEO go obeste cal. eeaee bone roe sist eton (o-), M ite 
listed, CSA certified. 
Price Each 

Mfg. Part No. Color Length Width Stock No. 1-4+ 
Electrical Insulation, PVC (Polyvinyl Chloride) 
@ 35 BLUE (1/2"X20FT) Blue 20ft 0.5” 87F758 2.91 
@ 35 BLUE (3/4"X66FT) Blue 66ft 0.75" 87F759 9.38 
@ 35 BROWN (1/2"X20FT) Brown 20ft 0.5” 87F753 2.91 
@ 35 BROWN (3/4"X66FT) Brown 66ft 0.75" 87F754 9.38 
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SCOTCH® ELECTRICAL MOISTURE 
SEALANT ROLL 06147 AND PAD 06149 (CONT.) 


PRODUCTION SUPPLIES 


TAPE 


TEMFLEX™ VINYL ELECTRICAL AND CORROSION PROTECTION TAPE 
(CONT.) 


Price Each Price Each 
Mfg. Part No. Color Length Width Stock No. 1-9+ Mfg. Part No. Color Length Width Stock No. 1-24+ 
Sealing, PVC (Polyvinyl Chloride) Electrical Insulation, PVC (Polyvinyl Chloride) 
@ 06147 Black 10ft 2.5" 93F2827 39.00 @ 1700C-WHITE-3/4"X66FT White 66ft 0.75" 48M4281 
PIM_9248 @ 1700C-YELLOW-3/4"X66FT Yellow 66ft 0.75” 48M4279 
PIM_9223 


SCOTCH® GLASS CLOTH ELECTRICAL TAPE 27 SERIES 


27 series Scotch® glass cloth electrical tape is 
a 7-mil woven insulating glass cloth tape with 
pressure-sensitive rubber thermosetting adhesive. 
Designed to operate in 600V dry applications 
requiring high mechanical strength and resistance to 
high temperatures. Specially treated and prepared 
to provide corrosion-free protection. Glass cloth Blectnc: 
will not shrink, rot or burn, has a high tensile Coss “8 
strength and is printable. Performs at Class B 
(130°C/266°F) temperatures. Provides heat-stable 
insulation around thermocouples and other hot-spot 
applications. UL recognized, CSA certified. 


RoHS — 
Compliant 
Available 


Price Each 
Mfg. Part No. Color Length Width Stock No. 1-4+ 
Electrical Insulation, Glass Cloth 
@ 27 TAPE (1/2’X66FT) White 66ft 0.5” 36F905 17.90 
@ 27 TAPE (3/4”X66FT) White 66ft 0.75” 87F725 26.83 
@ 27 TAPE (1/2"X60YDS) White 60yard 0.5” 29K7272 21.51 
@ 27 TAPE (1"X60YDS) White 60yard 1" 97B9402 51.80 


PIM_9249 


SCOTCH® GLASS CLOTH ELECTRICAL TAPE 69 SERIES 


RoHS 


, Geesinpian 

A Available 
;} ! 

ul 

¥ tf 

{ 

| ss 

is 

ts 


= 


69 series Scotch® white glass cloth 7-mil electrical tape with thermosetting silicone adhesive performs at class 
H temperatures (180°C/356°F). Secures non-PSA insulation in high-temperature areas. Ideal for reinsulating 
and repairing coils on mining machines. Used for splicing silicone-covered glass wire where splices require 
abrasion resistance and mechanical strength. 


Price Each 
Mfg. Part No. Color Length Width Stock No. 1-4+ 

Electrical Insulation, Glass Cloth 

@ 69 (1/2"X66FT) White 66ft 0.5” 95F6312 22.60 

@ 69 (3/4"X66FT) White 66ft 0.75" 95F6313 32.76 
PIM_9224 
TEMFLEX™ VINYL ELECTRICAL AND CORROSION 

PROTECTION TAPE avi 


RoHS _ 
Compliant 
Available 


1700C 


1200 
Mfg. part no. 1700 Temflex™ economy-grade, 7-mil general-use vinyl electrical tape is used for protective 


jacketing and harnessing. Abrasive- and UV-resistant. UL listed and CSA certified for 176°F (80°C). Individually 
cellophane-wrapped. Roll size: 3/4” (19.1mm) x 60’ (18.29m). 
Mfg. part no. 1200 Temflex™ 20 mil general-purpose, vinyl corrosion-resistant protection tape is applied over 
primed pipe to protect the pipe and pipe joints from corrosion. Roll size: 2” x 100’. 
Price Each 
Mfg. Part No. Color Length Width Stock No. 1-24+ 
Electrical Insulation, PVC (Polyvinyl Chloride) 
@ 1700 BLACK (3/4"X60FT) Black 60ft 0.75" 87F729 = 
@ 1200 (2"X1000FT) Black 100ft 2 98M0067 28.67 
@ 1700C-BLUE (3/4"X66FT) Blue 66ft 0.75" 75M9117 = 
@ 1700C-GREEN (3/4”X66FT) Green 60ft 0.75" 48M4280 = 
@ 1700C-ORANGE-3/4"X66FT Orange 66ft 0.75" 48M4277 es 
@ 1700C-RED-3/4"X66FT Red 66ft 0.75” 48M4276 = 
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SCOTCH® SELF-FUSING SILICONE RUBBER 
ELECTRICAL TAPE 70 


Mfg. part no. 70 Scotch® heavy-duty triangular self-fusing, 12-mil 
and 20-mil, high-temperature electrical tape composed of fully cured 
inorganic silicone rubber. Comes with easy-tear/easy-strip liner. Use 
as protective overwrap where class H (180°C/356°F) temperatures are 
encountered. Arc- and track-resistant. Color: sky blue-gray. Roll size: 
1” (25.4mm) x 30’ (9.14m). 


RoHS _ 
Compliant 
Available 


Price Each 
Mfg. Part No. Color Length Width Stock No. 1-24+ 
Electrical Insulation, Polyester Film 
@ 70 TAPE (1” X 30FT) Grey, Sky Blue 30ft 1" 15P8399 106.58 


PIM_9222 


SCOTCH® THREAD SEALANT TAPE 48 SERIES Soper 
48 series Scotch® thread sealant tape 48 rolls on dry, molds into threads Available 
(bolts, fittings, pipe or screens) to form leak-proof seal. Works on most — : =i 


fluid and gas lines with no mess. Unaffected by oils, hydraulic fluid, freon. 
Never dries out; permanently lubricated joints never stick. 


Price Each 
Mfg. Part No. Color Length Width StockNo. | 19+ 
Sealing, PTFE (Polytetrafluoroethylene) 
@ 48 (1/4"X22FT) White 21.65ft 0.25” 87F726 11.85 
@ 48 (1/2"X22FT) White 21.65ft 0.5” 87F727 UGS} 
PIM_9250 


SCOTCH® SPLICING COMPOUND 

TAPE 2242 

2242: 

© Typical application is all voltage, splicing, jacketing, 
and insulating 

Scotch® splicing compound tape is a highly conformable, linerless 

EPR rubber high-voltage insulating tape providing excellent thermal 

dissipation of splicing heat. Meets industry standards for flame 

retardance. 


RoHS 
Compliant 
Available 


Price Each 
Mfg. Part No. Color Length Width Stock No. 1-4+ 
Electrical Insulation, Rubber 
@ 2242 (3/4"X15FT) Black 15ft 0.75" 30M8007 10.63 
@ 2242 (1-1/2"X15FT) Black 15ft 4,5" 96C7883 24.95 


PIM_9225 


SCOTCH LINERLESS RUBBER SPLICING TAPE 


130C 


Scotch® 130C highly-conformable, self-bonding, linerless ethylene 
propylene rubber (EPR), high-voltage splicing/insulating tape 
provides excellent thermal dissipation of splice heat. Tough rubber 
resin adhesive. Professional premium grade; for low and high voltage 
through 69kV. Can be used on cable whose emergency overload 
temperatures can reach 130°C. Operating temperature range: -18° to 
90°C. Color: black. 


RoHS — 
Compliant 
Available 
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TAPE 

SCOTCH LINERLESS RUBBER SPLICING TAPE 130C (CONT.) COLORED VINYL TAPE 471 AND SAFETY STRIPE VINYL TAPE 5702 (CONT.) 
Price Each Price Each 

Mfg. Part No. Color Length Width Stock No. 1-4+ Mfg. Part No. Color Length Width Stock No. 1-4+ 

Self Amalgamating / Bonding, Rubber Safety, Hazard Warning, Vinyl 

@ 130C (3/4’X30FT) Black 30ft 0.75” 94F8943 27.23 @ 5702 2°X 36 YD Black, Yellow 108ft 2" 93K5563 64.48 

@ 130C (1"X30FT) Black 30ft qe 1404164 40.94 @ 471 BLUE (1/4’X36YDS) Blue 108ft 0.25” 1201644 8.02 

@ 130C (1-1/2°X30FT) Black 30ft 1.5” 97B2319 62.51 @ 471 BLUE (2’X36YDS) Blue 108ft 2” 93K5559 42.75 

PIM_179642 @ 471 RED (2°X36YDS) Red 108ft 2 93K5561 47.50 

@ 471 WHITE (2°X36YDS) White 108ft 2 93K5562 42.75 


ALUMINUM FOIL TAPE 425 SEB ietoian PIM_9353 
Dead-soft aluminum foil-backed tape provides excellent heat and light Available 
reflection to protect against high temperatures and UV degradation. PTFE EXTRUDED FILM TAPE 5490 


The foil also serves as an excellent barrier against moisture, dust, : 

flame, and certain chemicals. The acrylic adhesive supplies superior Extruded, semi-transparent fused PTFE film made of 

temperature, UV and solvent resistance. Can be used indoors or out. fluorocarbon resin for excellent chemical resistance. 

It provides excellent age life and is ideal for harsh, long-term outdoor Antifriction, easy release surface. Ideal for wrapping rollers, 
plates, belts, and more. Silicone adhesive. Roll size: 1” x 


RoHS _ 
Compliant 
Available 


ca 


environments. 
36 yards. 
Price Each 
Price Each Mfg. Part No. Color Length Width Stock No. 1-4+ 
Mfg. Part No. Color Length Width Stock No. 1-4+ Sealing, PTFE (Polytetrafluoroethylene) 
Foil Shielding, Aluminium Foil @ 5490 1/2" X 36 YD Grey 36yard 0.5" 03P9646 118.01 
@ 425 (3/4"X60YDS) Silver 60yard 0.75” 95C2761 es @ 5490 1"X36 YD Grey 36yard ig 93F6928 197.76 
@ 425 (3"X60YDS) Silver 60yard 3 95C2762 Eas PIM_9348 
PIM_9354 
TTT a ROLYIMIDE FILM TAPE 5413 
DOUBLE-COATED ACRYLIC ADHESIVE FOAM TAPE <6 '0#8 ® Designed for high temperature applications 
: . . reat 3M™ 5413 polyimide film tape used as mask for protection 
These double-sided foam tapes are ideal for general-purpose mounting, of gold fingers of PC boards during wave solder or solder it Hor 
joining, and holding. Firm, acrylic pressure-sensitive adhesive features high dip process. Kapton® polyimide film is flame-retardant, Available 
ultimate bond strength, very good high temperature and solvent resistance, and EP radiation- and chemical-resistant, and does not soften at 


very high shear holding power. 

Mfg. part nos. 4016 and 4008 are double-coated urethane foam tape with an 
open-cell foam design perfect for interior applications or for exterior applications 
where the tape will be protected from the environment. They are soft, vit 


elevated temperatures, thus the film provides an excellent 
release surface at elevated temperatures. Silicone 
adhesive offers high-temperature performance reducing 
adhesive transfer. Temperature use range: -100° to 500°F 


conformable and have excellent low temperature properties. Color: off white. (73°C to 260°C). 
Roll size: 1” x 36 yards. 
Price per 
. Pkg. 
F Mfg. Part No. Color Length Width StockNo. |  1-4+ 
Masking, Polyimide Film 
Price Each @ 5413 3/4" X 36 YD Amber 36yard 0.75" 93F6931 179.09 
Mfg. Part No. Color Length Width Gee. | FER | @ 5413 1"X 36 YD Amber 36yard AP 91B5052 119.39 
Double Sided, Foam @ 5413 2" X 36 YD Amber 36yard 2 90B4129 238.78 
© 4016 (3/4"X36YDS) White 108ft 0.75" 98B3466 99.40 PIM_9347 
@ 4008 (1"X36YDS) White 36yard 1 50F4820 184.05 
@ 4016 (1"X36YDS) White 36yard ’ 98F1819 123.87 SCOTCH® EMI/RFI FOIL SHIELDING TAPE 1181, 1245, AND 1345 
PIM_9197 z= oi 
; RoHS _ 
COLORED VINYL TAPE 471 AND SAFETY STRIPE Sain 3M Be 
VINYL TAPE 5702 Available 
Scotch® copper foil electrical tapes shield against EMI/RFI radiation. Foil tapes are conductive through the 
q\ adhesive and offer mechanical, electrical, and thermal values to meet shielding effectiveness/frequency 
requirements. Mfg. part no. 1345 provides greatest shielding effectiveness and corrosion resistance. 
Price Each 
= Mfg. Part No. Length Width Stock No. 1-4+ 
arvsiue 41 Red aL ile Foil Shielding, Copper Foil, Embossed Finish 
@ 1245 TAPE (1"X18YDS) 18yard 1" 44F3256 86.46 
Foil Shielding, Copper Foil, Embossed Tin Finish 
@ 1345 TAPE (1/2"X18YDS) 18yard 0.5” 96F9290 50.18 
@ 1345 TAPE (1"X18YDS)) 18yard 1 46F4361 100.80 
Foil Shielding, Copper Foil, Smooth Finish 
@ 1181 TAPE (1/4"X18YDS) 18yard 0.25" 96F9287 23.03 
@ 1181 TAPE (1/2"X18YDS) 18yard 0.5” 96F9288 47.99 
@ 1181 TAPE (3/4"X18YDS) 18yard 0.75" 66F6106 80.27 
474 Yellow 5702 @ 1181 TAPE (1"X18YDS) 18yard 1" 44F3261 112.54 
471 series conformable colored 5.2 mil vinyl-backed tape with a rubber adhesive ideal for lane and safety @ 1181 TAPE (2’X18YDS) 18yard 2" 92B3894 185.71 


markings, color coding, masking, sealing, splicing and other general-purpose applications. Maintains vivid color PIM_9251 
even when exposed to heavy abrasion. Dead stretch properties provide straighter lines when masking, marking _ 
and sealing. Resistant to most common solvents (avoid ketones, chlorinated hydrocarbons, esters). 

Mfg. part no. 5702 safety black/yellow stripe tape features a 5.4 mil vinyl backing with rubber adhesive, resists 

most common solvents. This durable vinyl tape is ideal for identifying and marking traffic areas and physical 


hazards. Roll length: 36 yards. 
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VHB TAPES 


4910 VHB™ double coated acrylic foam tape has a 40 mil clear, closed-cell 


acrylic carrier and film liner. This tape is excellent for joining 
transparent material. 4943F VHB™ tape, conformable foam, 
low temperature appliable acrylic adhesive, gray, thickness 


RoHS — 
Compliant 
Available 


1280 CIRCUIT PLATING TAPE 


Red polyester-backed tape with special extra-heavy adhesive 
that provides superior straight stop-off line for masking of printed 
circuit boards during electroplating. Undercutting and leakage are 
reduced. For machine and hand application. Roll size: 2” x 72 


PRODUCTION SUPPLIES 


TAPE 


RoHS 
Compliant 
Available 


0.045 in. (1.1 mm), clear polyester liner. 4952 VHB™ Plus yards. 


acrylic foam tape, firm foam, low surface energy synthetic 
adhesive, white, thickness 0.045 in. (1.1 mm), paper liner. 
VHB™ Plus tape provides good adhesion to polypropylene 
and powder paints. 

VHB™ Tape (4950) - Used to replace mechanical fastening 
for permanent assembly in many assemblies. The foam 
carrier helps provide higher strength, handling, convenience, 
cushioning, damping, and impact resistance. UL listed. 
Additional size of 1/2” is also available. 
9473PC is a high performance acrylic with a polycoated kraft 
paper line, unprinted. Suitable for use in interior and exterior 
industrial applications to replace rivets, spot welds, liquid SS 
adhesives and other permanent fasteners. Clear VHB Tape 


Price Each 
Mfg. Part No. 1-4+ 
Masking, Polyester Film 
@ 1280 (2”X72YDS) 


PIM_9345 


Color Length Width Stock No. 


433.07ft 2 93F6932 59.94 


[Red 


Price Each CN-3190 NICKEL ON COPPER-PLATED POLYESTER FABRIC 
Mfg. Part No. Color Length | Width | Stock No. 1-44 TAPE 
Foam, Acrylic @ Anti-corrosion treated Cu/Ni conductive fabric 
: a 7 ® Conductive acrylic adhesive 
@ 4943F GRAY (1/2"X36YDS) Grey 3éyard 0.5 82H0648 180.88 © Supplied on a removable liner for easy handling and die 
@ 4910 CLEAR (1/2"X36YDS) Transparent 36yard 0.5” 82H0644 87.69 cutting 
@ 4952 WHITE (1/2"X36YDS) White 36yard 0.5” 82H0650 183.44 ait Pia on Beagle Leuk eae tape 
- 5 consists of anti-corrosion polyester rip-stop fabric and unique 
@ 4950 WHITE (3/4"X36YD8) White 36yard 0.75 SOMT23i = electrically conductive pressure-sensitive acrylic adhesive. 
@ 4950 WHITE (1"X36YDS) White 36yard 1" 19M1088 237.99 The unique metal-plated fabric backing offers the additional 
PIM 88686 benefits of excellent flexibility and conformability, very light 
= weight, and exceptional strength. Used in applications typically 
served by metal foil shielding tapes such as grounding and 
AMP SILICON FUSION TAPE EMI shielding equipment, components, shielded rooms, etc. 


Roll size: 3/4”W x 54.5 yd. long. 


“ZTE 


Applied tape forms solid rubber insulator at room Price Each 
temperature in 24 hours or less for excellent dielectric Sey —— Sj] 
insulator, moistureproof barrier. Color guide stripe SiFUGEbED GSTRRUTOR Mfg. Part No. Color Length Width Stock No. 1-4+ 
throughout for proper overlap when applying. RoHS Electrical Insulation, Polyester Film 
Geeeinpian @ CN-3190 (3/4"X55YDS) Grey 54.5yard 0.75" 98M0041 223.65 
PIM_116528 
MRO ELECTRICIAN’S KIT 


MRO Electrician's kit contains: one roll each: 33+ 
tape, 88 tape, #35 red, white and blue tape; one- 


i RoHS 
; ricelEach) mfg. part no. SDTK-2 connector kit includes: oe | Soper 
Mfg. Part No. Color Length Width Stock No. 1-4+ one mfg. part no. TH-440 crimp tool, ring tongue | Available 
Self Amalgamating / Bonding, Silicone Rubber, Thickness = 0.02” terminals, block fork terminals, female disconnects, \ 
z q 7 butt connectors, and closed-end connectors; oa 
@ 1-608036-4 Black, White Stripe 15 i 95F1125 54.60 one box /100 each: O/B and RIY Performance 
© 608036-2 Grey 36 1 95F1113 67.80 Plus spring connectors. Additional information on 
@ 1-608036-3 Red 151 T 95F1124 54.60 Performance Plus wire range capabilities available; 
© 608036-1 Red 36 ’ 95F 1112 39.68 go onjline or call 
@ 1-608036-2 Transparent 361 1" 95F1123 67.80 
Self Amalgamating / Bonding, Silicone Rubber, Thickness = 0.03” 
@ 608036-4 Grey 36 1” 95F1115 40.03 PricelEach 
PIM_5458 Mfg. Part No. Color Length Width Stock No. 1-A+ 
Electrical Insulation, PVC (Polyvinyl Chloride) 
Tool @ 33+SUPER (3/4”X66FT) Black 66it 0.78” 30M8009 10.55 
Price Each @ 88-SUPER (3/4"X66FT) Black 66ft 0.75" 36F886 12.64 
Mfg. Part No. Stock No. 1+ @ 35 BLUE (1/2"X20FT) Blue 20ft 0.5" 87F758 2.91 
MRO ELECTRICIANS KIT 21M8774 158.23 @ 35 RED (3/4"X66FT) Red 66ft 0.75" 46F4354 9.38 
PIM_5511088 @ 35 WHITE (1/2"X20FT) White 20ft 0.5” 36F901 2.91 
PIM_89800 
Connector Kits 
PriceEach = PTFE SKIVED FILM TAPE 5480 
7 Mfg. Part No. piockiNay Ue PTFE fluorocarbon film and silicone adhesive give 
Terminals & Splices maximum wear life on hot melt coating equipment such as RoHS 
SDTK-2 96H7676 171.26 polyethylene extruders. The tape is applied to the rubber Geptinpian 
laminating roll on the extruder to prevent buildup on the Available 
PIM_5511089 laminating roll. Roll size: 1” x 36 yards. 
Terminals - Closed End Splice 
Price per 
AWG Pkg. 
Mfg. Part No. Max Material Color Qty | Stock No. 1+ 
Twist On Price Each 
R/Y+BOX 8AWG PP (Polypropylene) Red, Yellow 100 66F9672 - Mfg. Part No. Color Length Width Stock No. 4-44 
PIM_5511090 Sealing, PTFE (Polytetrafluoroethylene) 
@ 5480 1” X 36 YD Grey 107.94ft 4° 93F6926 179.80 


PIM_9349 


1.800.463.9275 © newark.com elementiu 1307 


PRODUCTION SUPPLIES 
TAPE 


SCOTCH FILM STRAPPING TAPE 


Scotch® film strapping tape is blue tensilized 
polypropylene that allows for easy identification. 
Designed to remove cleanly from a wide-range of 
plastic and metal surfaces. 


@ Indicates RoHS Compliant | Find Datasheets Online 


oi COMMUNICATIONS MICROPHONES Getinpian SHURE 


RoHS 
Compliant 
Available 


HencelEachy 
Mfg. Part No. Color Length Width Stock No. 1-24+ 
Sealing, PP (Polypropylene) 
@ 8898 (12MMX55M) Blue 180ft 0.47" 19M1090 4.37 450-SERIES 2 596LB MX-418/C 
@ 8898 (18MMX55M) Blue 180ft 0.709” 19M1091 6.02 
@ 8898 (48MMX55M) Blue 180ft 1.9” 19M1092 17.46 
PIM_65674 
SCOTCH PACKAGE AND BOX SEALING TAPE 3M 
GB 
Compliant 
Available 
514B 562 
Available models: © 527B is a dynamic, extremely reliable handle 
@ 450-Series 2 is a dynamic, rugged high-output microphone with an extended low & high frequency 
desktop voice communication microphone response particularly suited to ham radio use, 
designed for optimum speech intelligibility, paging moble FM transmission and top-quality paging 
and dispatching applications. systems. 
@ 596LB is a dynamic compact handheld micro- @ 522 is a dynamic base station microphone 
phone designed especially for voice communica- designed especially for radio communications, 
3750 822P tions use, it is an economical unit for applications in —_ paging, and dispatching systems. 
Mfg. part no. 3750 Scotch® premium-grade strong, pressure-sensitive, self-adhesive packaging tape is ideal budget-restricted paging and other installations. @ SM11CM is a miniature dynamic lavalier micro- 
for heavy-duty packaging needs. It meets U.S. Postal Regulations, provides a consistent uniform seal to keep © MX-418/C is a standard 457.2mm (18”) cardioid phone designed for use in television broadcasting 


out moisture, dust and dirt, and is available in clear or tan. 


Mfg. part no. 822P - Tape sheets are pre-cut, high-performance padded tape sheets formed and layered with 


a durable polypropylene film backing and an aggressive rubber resin adhesive. 


They are portable and offer a 


blade-free, no knife operation and feature a removable tab for easy handling and application, all without the 


use of a tape dispenser. 


gooseneck microphone. 

@ 514B is a dynamic low-impedance handheld mi- 
crophone designed for paging and public address 
systems. It provides clear, natural voice response 
and high inteligibility. e 


(on camera), for sound reinforcement, in certain 
radio and motion picture applications, and similar 
uses where a small, professional-quality micro- 
phone is required. 
577B is a noise-cancelling handheld dynamic 


Price Each @ 562 is a rugged, noise-cancelling dynamic microphone designed for communications and 
. -—_——— microphone designed for voice applications in paging applications that require highly intelligible, 
Mfg. Part No. Color Length Width Stock No. 1-4+ fixed-station paging and radio communications. It low noise ouput. 
Packaging, PP (Polypropylene) provides highly intelligible speech communication  @ 564 is an omnidirectional, low-impedance dynamic 
> where high volume background noise is present. microphone designed for use on a stand or flexible 
a Tranenarent oat 4 = HINGES 48) @ 515SBG-18xX is a low-impedance dynamic micro- gooseneck. Its smooth frequency response is 
@ 3750-1PK 48MM CLEAR Transparent 164.04ft 1.89 19M1085 6.34 phone designed to be mounted on flexible goose- tailored for optimum speech intelligibility, making it 
PIM 65675 necks. This microphone has optimized frequency ideal for language labs, paging applications, and 


response and is ideal for language labs, paging base station communications. 


applications and base station communications. 


Arange of communication microphones by SHURE. Also available is A95U, a line matching transformer which 
matches low or high impedance microphones to high or low impedance inputs. The transformer prevents high- 
frequency loss, level loss, and pickup noise and hum. The A95U comes furnished with a Male XLR connector 
on the low-impedance end, with a 1/4” phone plug & jack adaptor on the high-impedance end. A95UF is 
a transformer that matches low-impedance microphones to high-impedance inputs, or high-impedance 
microphones to low-impedance inputs. The A95UF is furnished with a Female XLR professional audio 


Vendor Approved Modification 


= connector on the low-impedance end, and with both a standard 1/4” male phone plug & female phone jack 
adaptor for the high-impedance end. 
; : C25J is an Audio/Video 25ft cabl bly, XLR plug-jack. 
Panel Meters and Switches designed to your specs eee : 
Choose your own colors, text, and logo Frequency an 
y : 9 Mfg. Part No. Response Directivity Stock No. 1-4+ 
ISO certified lab with a Certificate of Conformance 450-SERIES 2 100 Hz 10000 Hz Omnidirectional 61FX172 = 
included with your order @ 596LB 200 Hz 5000 Hz Omnidirectional 66F4227 oe 
@ 5143 100 Hz 6000 Hz Cardioid 66F4189 Be 
PIM_4778 


Call 800 859 1257 


Email: panelmeters@newark.com 


RATE-OF-RISE/FIXED TEMPERATURE HEAT 
DETECTORS 

UL listed for 50 ft. (15.2m) spacing 

@ Single pole — normally open contact 

@ Low profile with mounting plate g 
@ Pure white finish 

© Mounting flexibility with screw terminals : 

e 

e 

e 


PIM_5624793 


goo? 


@ 


Custom Panel Meters _ Call 800 859 1257 


Easy twist-on installation \ 4 
Choose your own colors, text, and company logo On-site testing of rate-of-rise feature era 
Custom scale, range and pointer types Positive operating indication — for fixed temper- - - 
Analog/Digital Meters, Sensors, Controllers and more ature element 
280B-PL series heat detectors offer fixed 
F temperature or combination rate-of-rise and fixed temperature detection. 
Email panelmeters@newark.com 
Price Each 
PIM_5624809 Mfg. Part No. Description Stock No. 1+ 
283B-PL 135°F (57°C) - Fixed Temperature 41B8419 es 
284B-PL 194°F (90°C) - Fixed Temperature 41B8420 — 
PIM_203539 
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GOOSENECK MICROPHONES BOGEN. 


COMMUNICATIONS, ING, 


PRODUCTION SUPPLIES 
WARNING SYSTEMS & ALARMS 


GENERAL REPLACEMENT, INTERCOM AND OUTDOOR TREATED 
SPEAKERS (CONT.) 


| Frequency Price Each 
Mfg. Part No. Range Dimensions Stock No. 1-4+ 
2.5” Square 
@ 25C25Z450T 6 kHz to 200 Hz 1.04 * 96B5810 16.34 
@ 25C25Z80T 6 kHz to 200 Hz 1.04 “ 33M7640 21.12 
@ 25A07Z8 12 kHz to 150 Hz 1.09 * 33M7639 22.29 
3” Square 
30C25Z80T 10 kHz to 150 Hz 1.19“ 50B6855 2 
@ 30C25Z450T 10 kHz to 150 Hz 1.19“ 92B6258 22.05 
Mf MGN fenets idirectional. 19.00" flexibl pa ing fi d 7 f ae RE TRO Nate SMZeC6 22.71 
of esses cable. 2000H2. ies pat peg anace es maui, Weed e @ 3002528 pane pO oes SSMTeGy _ 
gooseneck design ideal for any podium or PA system. 10-foot cable. Push-to-talk switch for momentary paging 4” Square 
and a push-to-lock switch for continuous audio. @ 4C3Z80T 9 kHz to 130 Hz 1.45“ 33M7708 26.66 
Price Each @ 4C528 15 kHz to 120 Hz 1.45“ 33M7709 = 
Mfg. Part No. Directivity Stock No. i+ PIM_4691 
DDU250 Unidirectional 3107919 164.53 
MGN-19 Omnidirectional 90F1964 = LENS CLEANING CLOTHS 
PIM_4674 Features: avi 
@ Assorted colors atl 
© Polyester/nylon | 
REENTRANT HORN LOUDSPEAKERS BOGERI. The 9021 is a 6.3x7.1" reusable lens cleaning cloth made of polyester/nylon. | i 


COMMUNICATIONS, ING, 


The Scotch-Brite™ high performance cleaning cloth has made household 
cleaning easier. The cloth is machine washable and safe on virtually any 
surface in the home, wood, glass, chrome and collectibles without any need 
for chemical sprays or polishes. Ideal for cleaning all types of lenses such as 
eyeglasses, reading glasses, sunglasses, cameras & binoculars. 


WiroiberClening Cot 


Price per 
. BDT-30A Wipe Wipe Wipe |__Pkg. 
IH8A SPT-15A, SPT-30A Mfg. Part No. Material Width Length Stock No. 1-4+ 
For indoor/outdoor use in plants, warehouses, schools, construction, recreational areas. Textured mocha @ 9021 Polyester / Nylon i? 6.3" 77R3825 — 
enamel-finish metal. PIM Aa7aDd 
Mfg. part nos. SPT-15A, SP15-8A: 9.00 diameter x 9.25"D (228.60 x 234.95) = 
Mfg. part no. IH8A: 6.50 diameter x 6.63"D (165.10 x 168.40) 
Mfg. part nos. SPT-30A, SP30-8A: 11.00 diameter x 10.50"D (279.40 x 266.70) . 
Mfg. part no. BDT-30A: 16.50 diameter x 9.75"D (419.10 x 247.65) WIPES |S Chemtronics 
ERED ic het tap coniarindes and. parades. Highly Seis 
—— 7 \s <— ompliant 
Mfg. Part No. Stock No. if absorbent. Pack of 150. Available 
15W, 80 Mfg. part no. C920 - Opticwipes™ are soft, non-abrasive 
IH8A 87F4410 52.15 wipes for cleaning optical-grade surfaces, laboratory 
a equipment and computer components. Pack of 500. 
25/70V, 15W Continuous Mfg. part no. C910 - Controlwipes™ are 100% lint-free 
SPT-15A 79W433 109.50 cellulose polyester blend for maximum contaminaton 
25/70V, 30W Conti control. Pack of 150. 
oo“ Mfg. part no. QBE - Cleaning system, is ideal for cleaning fiber-optic end faces and is effective in ‘wet’ and ‘dry’ 
BDT-30A 87F4414 194.46 applications. Pack of 200. 
25/70V, 30W Continuous, 20W Equalized Mfg. part no. 6209 - Poly-wipes are manufactured from lightweight polyester material for high strength, excellent 
SPT-30A 87F4411 145.09 chemical capability and the lowest levels of contamination possible. Pack of 150. 
a 7 . Mfg. part no. 6709 & 6713 - Econowipes™ dry wipes are manufactured from non-woven polyester/cellulose 
80, 15W Continuous, 20W Equalized blend material, ideal for cleaning in all fiber-optic applications and clean room environments. Pack of 300 
SP15-8A 87F4412 97.26 (6709) & 50 (6713). 
8Q, 30W Continuous Price per 
SP30-8A 87F4413 119.91 Wipe Wipe Wipe Pkg. 
PIM 4681 Mfg. Part No. Material Width Length Stock No. 1+ 
_ @ C920 Cellulose 9” 9” 50F9486 =_ 
@ 910 Cellulose / Polyester 9” 9” 50F9485 44.43 
GENERAL REPLACEMENT, INTERCOM AND 7 5 
OUTDOOR TREATED SPEAKERS @ 6709 Cellulose / Polyester 9 9 49H7726 42.55 
Quam © C900 Cotton 5 5 50F9483 | 103.25 
me @ QBE Fibre Optic 3” 3” 49H7682 74.71 
@ 6209 Polyester 9” ” 16C7310 77.07 
PIM_7505 


25C25Z80T 30A05Z8 30C25Z80T 4C3Z80T 


RoHS _ 
Compliant 
Available 


4C5Z8 


Precision centered voice coils with 8 or 400 impedances (designated “Z8” or “Z45”). Use 450 speakers for 
intercom applications. Outdoor treated speakers (OT suffix) resist wind, moisture and temperature extremes. 
Alnico magnet speakers (designated “A”) are magnetically shielded. Ceramic magnetic speakers (designated 
“C’) are unshielded. All conform to industry standard mounting centers. Finish: black baked powdered epoxy. 


> CONTINUED > 
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PRODUCTION SUPPLIES 


TECHSPRAY RENEW ECO-FRIENDLY WIPES —_ 
sp TcHspray 


RoHS _ 
Compliant 
Available 


Recycled Wipes, Small 


Recycled Wipes, Large 


@ Eco-friendly “green” high-performance cleaning 
@ Highly absorbent 


TECHSPRAY RENEW™ high-performance eco-friendly wipes are fully compliant with the requirements of 
European REACH (Registration, Evaluation, Authorization & Restriction of Chemicals) and the initiatives of 
WEEE (Waste Electrical and Electronic Equipment Directive). These wipes do not contain RoHS (Restriction 
of Hazardous Substances) restricted substances, SVHC (Substances of Very High Concern) listed substances, 
or halides. 

Highly-absorbent hydro-entangled cotton wipes absorb six times their weight. Lint-free and extra low chemical 
extractables make them ideal for cleanroom environments and stencil cleaning. Recommended for ISO 14644-1 
Class 5 (US FED STD 209E Class 100) or higher cleanrooms. Thickness: 11 mils. Size: 9"W x 9’L flat. Sold 
in bags of 100-count. 


© Biodegradable and sustainable 


Wipe Wipe Wipe Price Each 
Mfg. Part No. Material Width Length Stock No. 1+ 

100% Cotton Cleanroom Wipes 

@ 2340-100 Cotton 228.6mm 228.6mm 16R0508 es 
Recycled Wipes - Large 

@ 2343-140 Cellulose 381mm 424.64mm 16R1550 12.93 
Recycled Wipes - Small 

@ 2342-300 Cellulose 111.76mm 210.82mm 16R1549 = 
PIM_152793 
TECHCLEAN WIPES See —— 

wal ep Tcrspray 
os 2351 2359 


2363 


TECHCLEAN® WIPER CLEANING WIPES 
TechClean® Wiper general-purpose cleaning wipes are made of hydroentangled cellulose/polyester fiber 
that's highly absorbent and lintfree. Class 100 cleanroom qualified. These C-folded wipes are packaged to stay 
contaminant-free until opened and then pack provides convenient dispensing. Color: white. 

TechClean® AbsorbWipes - Soft, non-abrasive polyester AbsorbWipes wipes are perfect for cleaning optical 
equipment and other sensitive surfaces. Highly absorbent to six times their own weight, these flat wipes are 
available in two popular sizes. Class 100 cleanroom qualified. Color: white. 

TechClean® PurWipes™ feature a 100% polyester fiber interlocking knit designed for super-high absorbency, 
low particulate generation, and high-durability. Made tough, these reusable flat wipes can be used repeatedly 
without fraying. Cleanroom compatible. Class 100 cleanroom qualified. Color: white. 

TechClean® SMT Foam Wipes - Specifically designed for cleaning surface mount stencils and screening 
equipment, these flat, polyurethane foam wipes trap particulates and liquids. Ideal for lintfree cleaning. Class 
100 cleanroom qualified. Color: white. 

TechClean® Blue Cleaning Wipes, specifically designed for general maintenance, these cellulose/polyester 
wipes are highly absorbent with extra-low particulate and chemical extractables. Color: blue. 

TechClean® TwillWipe - Tightly-woven cotton twill wipes are perfect for cleaning abrasive surfaces, even in 
static-sensitive areas. Their high-tear strength prevents shredding and excessive linting. Color: white. 
TechClean® Anti-Static Wipes - Polyester wipes that are interwoven with DuPont’ NEGASTAT carbon yarn. 
These wipes dissipate static charge, preventing static buildup and allowing dissipation. Perfect for dry-wiping 
ESD sensitive components and boards. 

TechClean® Microfiber wipes clean and polish glass or plastic. Ideal for removing fingerprints and light 
oils without the use of solvent cleaners. Ideal for cleaning and preparing smooth surfaces such as glass, 
polycarbonate, stainless and similar nonporous surfaces without the danger of scratching or etching. Low- 
linting, polyester/nylon blend fabric with sewn hemmed edges on all four sides. Washable and reusable 
countless times (avoid fabric softener). Color: white. 


Price per 
Wipe Wipe Wipe Pkg. 
Mfg. Part No. Material Width Length Stock No. the 
TechClean® AbsorbWipe Cleaning Wipes 
@ 2351-100 Hydroentangled Polyester 101.6mm 101.6mm 68K7380 10.69 
@ 2352-100 Hydroentangled Polyester 228.6mm 228.6mm 33K2636 35.32 
> CONTINUED > 
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TECHCLEAN WIPES (CONT.) 
Price per 
Wipe Wipe Wipe Pkg. 
Mfg. Part No. Material Width Length | Stock No. 1+ 
TechClean® Blue Cleaning Wipes 
@ 2364-50 Cellulose / Polyester 304.8mm | 304.8mm 11N6632 11.01 
TechClean® PurWipe™ Cleaning Wipes 
@ 2355-100 Polyester 228.6mm | 228.6mm 68K7382 57.02 
TechClean® SMT Foam Cleaning Wipes 
@ 2358-50 Polyurethane Foam 228.6mm | 228.6mm | 68K7383 — 
TechClean® TwillWipe Cleaning Wipes 
2357-100 100% Cotton 6” 6" | 950422 75.68 
TechClean® Wiper Cleaning Wipes 
@ 2350-100 Hydroentangled Cellulose / Polyester | 228.6mm | 228.6mm 68K7379 25.49 
PIM_68655 
WIPES 


heeled liant @ 
Gee iron multicomp 


MicroWhite SD 


Dyclean ESD-Safe 

MicroWhite SD knitted lightweight wipes are made from 100% polyester that are durable yet soft and non- 
abrasive. Provide excellent water and oil absorption. Particles, metallic ion contaminant and extractable are 
very low. Laundered by ultra-pure D.I. water, and packaged in a Class 10 cleanroom. Size: 9x9”. Color: White. 
DYCLEAN ESD-Safe cleanroom wipes are knitted polyester with carbon fiber and designed for use in ESD- 
sensitive environments. Size: 9x9". Color: White. 

KimWipes Ex-L delicate task wipes are made from 40% post-consumer and 30% pre-consumer wastepaper. 
Feature extra low lint performance, will not scratch or contaminate, and offer gentle absorbency. Convenient 


pop-up dispensing box offers controlled one-at-a-time usage and easy portability. Ideal for applications such 
as: electronics assembly, semiconductor fabrication, research and development and general office use. Size: 
15Wx17°L. Color: White. 
Price per 
Wipe Wipe Wipe Pkg. 
Mfg. Part No. Material Width | Length |StockNo.|  1-24+ 
DYCLEAN ESD-Safe Wipes 
@ DYC100-01-DYCLEAN- Polyester w/ Carbon Fibre | 228.6mm | 228.6émm | 01P0783 | 117.80 
ESD-99 
KimWipes Ex-L 
@ DYC100-03-34256 Wastepaper 381mm | 431.8mm | 01P0786 25.42 
MicroWhite SD Wipes 
@ DYC100-01-MICROWHITE- Polyester 228.6mm | 228.6mm | 19P4635 | 72.85 
SD-99 
PIM_121729 
LED ALUMINUM FLASHLIGHTS 


D URATOOL 


HP-007-BLK 


SL-012-BLUE 
Product Specifications: 


Features: 


© Super bright LED flashlights © HP-007-BLK - CREE XR-E® LED x1, 94x20mm, 

@ Shock, dust and weather proof Black, 36.7g 

© Quality LED with 100,000 hr. lifespan @ HP-013 - CREE XR-E® LED x1, 128x35mm, Gun 
@ Aircraft grade Aluminium Metal, 105g 

© Tailcap on/off switch @ SL-012-BLUE - Super Bright LED x14, 122x33mm, 
® Cross-hatch decorated handle for secure grip Blue, 76.8g 

@ Lightweight and compact © SL-012-BLK - Super Bright LED x14, 122x33mm, 
© Supplied with lanyard Black, 76.89 

® Beam color:white 


Mfg. part nos. HP-007-BLK requires 1 x AA battery, mfg. part nos. HP-013, SL-012-BLUE, SL-012-BLK 
require 3 x AAA batteries (not included). Order batteries separately: go online or call. 


Beam | [Price Each 
Mfg. Part No. Distance Stock No. 1-24+ 
AAA Batteries x 3, Super Bright LED x14 
@ SL-012-BLUE 40m 01P2518 aay 
@ SL-012-BLK 40m 01P2517 a 
AA Batteries x 1, CREE XR-E® LED 
> CONTINUED > 
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LED ALUMINUM FLASHLIGHTS (CONT.) 
@ HP-007-BLK 70m 
PIM_121371 


01P2491 = 


LED HANDHELD FLASHLIGHTS 


Features: 

@ Intrinsically safe 

© Waterproof 

@ Impact resistent 

© Safety orange and black 

Product Specifications: 

@ MS2AALED - 3x LED, 18 Lumens, 151.6 x 35.1 
x 40.6mm 

© MS2DLED - 1x LED, 28 Lumens, 201.4 x 50.8 
x 64.8mm 

Energizer® Intrinsically Safe™ LED Handheld is ideal 


@ EVEREADY. 


for work in harsh conditions. The light is waterproof, 
dustproof and survives a 2 meter drop test. A built-in 
carabiner belt clip allows quick access and the compact size fits easily in any toolbox. 12 hr. runtime. 
Lumen Price Each 
Mfg. Part No. Output Stock No. 1-9+ 
AA Batteries x 2 
MS2AALED 40lm 8371212 = 
D Batteries x 2 
MS2DLED 66lm 8371213 = 
PIM_207773 
LED PENLIGHT 


Energizer 


LED Penlight 
Features: @ Handy pocket clip holds fast to pocket, briefcase 
@ Handy light anywhere or tool bag 


© Super bright lifetime LED lamp @ Requires two AAA batteries 

© Convenient one-hand pushbutton switch 

Mfg. part no. PLED23AEH penlight features super-bright white LED that never needs replacing. Durable, 
lightweight, silvertone aluminum case. High-intensity bulb provides bright, concentrated beam. Lamp output: 


11 lumens. Size: 5 72” x 0 659”. 


Lumen Price Each 
Mfg. Part No. Output Stock No. 1-9+ 
AA Batteries x 2, LED Penlight 
PLED23AEH 11lm 74R6755 749 


PIM_68238 


M12™ LED WORK LIGHT 


@ Aluminum head: impact and weather resistant 
@ 90° rotating head: aims light at work space 

@ Magnetic back: hands-free use 

© Voltage: 12V 

@ Length: 7” 

© Tool warranty: 1 yr. 


PRODUCTION SUPPLIES 
TASK LIGHTING 


NTE 


ELECTRONICS, INC. 


CaGAST. 


HIGH PERFORMANCE LED FLASHLIGHTS 


Features: 

@ Lightweight aluminum case 

@ Impact and water resistant 

© Batteries included 

© Lifetime manufacturer's guarantee 
Product Specifications (HP5): 

@ Light Output High / Low (Lumens): 121 / 41 
@ Length: 4.65” 

Mfg part nos. HP5 and HP14 High Performance LED Flashlights offer the best combination of small size and 
bright light. A quick cycle switch gives you the option to select between a high or low output setting. Pure Beam 
Focusing Optic System with Fingertip Speed Focus Control provides superior beam consistency from spot to 
flood, with no dark rings associated with focusing flashlights. The Bulls Eye spot beam pattern gives you a great 
focused spot, while producing an outer ring of flood light which allows you to see a broader area to the sides. 
Beam Lock System easily locks in your desired beam. Tested and rated to ANSI/FL1 standards. 


@ Runtime High / Low (Hrs): 4.5/6 

@ Beam Distance High / Low (ft.): 255 / 150 
Product Specifications (HP14): 

® Light Output High / Low (Lumens): 339 / 56 
@ Length: 8.38” 
@ Runtime High / Low (Hrs): 4.75 / 20 

@ Beam Distance High / Low (ft.): 574 / 118 


Lumen Price Each 
Mfg. Part No. Output Stock No. 1-24+ 
AA Batteries x 1 
HP5 121m 90T0937 os 
PIM_195391 
COAST LED FLASHLIGHTS COAST. NTE’ 
ELECTRONICS, INC. 
PX25 PX20 G10-BLK 
G30 


© Batteries included 
@ Lifetime manufacturer's guarantee 


Features: 
© Compact design 
© Lightweight aluminum case 


Mfg. part no. PX20 dual color led flashlight combines five super bright white LEDs with one red LED, each color 
controlled with its own switch. The white light is for general flashlight use, while the red LED is perfect when you 
only need minimal light, such as when reading a map. Max Beam Optic System combined with the 5 high quality 
white LED's gives you a broad, diffused beam that lights up a large area with no dark spots. Mfg. part no. PX25 
LED Flashlight is easy to carry in the included belt sheath. The Bulls Eye spot beam pattern gives you a great 
focused spot, while producing an outer ring of flood light which allows you to see a broader area for added side 
vision. Both tested and rated to ANSI/FL1 standards. 
Mfg. part no. G10 LED Flashlight is small enough to fit in your pocket, yet is powerful enough to be an everyday 
utility flashlight. Max Beam™ Optic System shapes the available light from the LED into the most usable beam 
pattern, giving you the maximum amount of light for your application. Mfg. part no. G30 Focus Beam LED 


The M12™ Cordless LED Work Light outlasts and outperforms all other flashlight has an impressive light output of 121 lumens. Pure Beam ™ Focusing Optic System with Twist Focus 
subcompact lights. Powered by an M12™ RED LITHIUM™ battery, the work provides superior beam consistency from spot to flood, with no dark rings typically associated with focusing 
light is 2X brighter and whiter than conventional incandescent bulbs and runs up flashlights. 
to twice as long. Milwaukee® provides a limited lifetime LED warranty. Quickly Lumen Price Each 
peta M12™ batteries in less than an hour with the M12™ Lithium-lon Mfg. Part No. Output Stock No. 1-244 
AAA Batteries x 1, General Use Flashlight 
G10-BLK 32lm 90T0930 = 
AAA Batteries x 3, Professional Use Flashlight 
PX20 125m 90T0938 = 
Price Each PX25 208|m 90T0939 —_ 
Mfg. Part No. Stock No. 1+ AA Batteries x 2, General Use Flashlight 
M12™ LED Work Light G30 121m 9070932 ae 
49-24-0146 86R9973 66.00 PIM_89631 
Price Each 
Mfg. Part No. Description Stock No. 1+ LED HEADLAMP id 
48-59-2401 M12™ Lithium-lon Battery Charger 03P0059 94.00 NTE 
PIM 209484 ELECTRONICS, INC. 
CaAST 
Rechargeable 
Price Each 
Mfg. Part No. Voltage Capacity Qty Stock No. 1+ 
Lithium lon, M12™ REDLITHIUM™ Battery 
48-11-2401 12V 4.5Ah 1 10R5366 85.00 Features: Product Specifications: 
rT © Front power switch ® Light Output High / Low (Lumens): 181 / 3 


1.800.463.9275 © newark.com 


@ Impact and water resistant 
® Batteries Included 
© Lifetime maufactutrer's guaranteee 


@ Beam Distance High / Low (ft.): 364 / 55 
@ Runtime High / Low (hrs.): 6.25 / 75.5 
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LED HEADLAMP (CONT. 
LED headlamp with arid Eye Ln beam pattern gives you a great focused spot, while producing an outer WORK BENCH VISES 
ting of flood light which allows you to see a broader area to the sides. A dimming function allows light output 
adjustment to just the right level for your application. The durable expandable Z-Cord provides power to the LED 
from the battery pack and is built into the headband to reduce the possibility of snagging. Tested and rated to \ 
ANSI/FL1 standards. a4 
Lumen [PiceEach 

Mfg. Part No. Output Stock No. 1-24+ \ 
AAA Batteries x 3 
@HL6 181Im 9070935 = —_ 
eee 301 350 381 396 
PIM_89634 


PanaVise workstations feature full tilt, turn and rotate on three planes to optimize your work conditions. 
Mfg. part no. 301 combines mfg. part no. 303 head with mfg. part no. 300 multi-position base. All-purpose 


. work holding unit. Overall height: 6-3/4”. 
Champ Pro VMV Crouse-H I nds Mfg. part no. 350 multi-purpose work center combines 376 wide-opening head, 312 tray base mount and 300 
by E:TeN base. Overall height 7-7/8". 


Mfg. part no. 396 wide-opening vice combines 300 base with 366 head. Overall height 7-5/16”. 
Mfg. part no. 310 surface plate base mount is compatible with the 201 PV Jr. Vice and 300 and 305 bases. 
This unique base mount features a precision cast iron flat surface (Blanchard ground): ideal for layout work. 


mn 


Mfg. part no. 381 vacuum base portable vice attaches to any smooth flat surface. Base accepts all 300 series 
heads, includes vice with 2.5x0.5” width and open to 2.25” (57.1mm). 
Mfg. part no. 391 combines 305 low profile base with 385 micrometer head. 
‘ y ~ Jaw Jaw Price Each 
CE, Mfg. Part No. Width Opening Stock No. 1+ 
: CEE, Micrometer Stand Combination (Base/Head) 
WMT er 391 . 12.7mm 83F7678 54.99 
vMVAILUNVE VMV21L/UNV1 Multi-Purpose Work Centre 
© Cost Savings vs HID - Up to 74% 350 | 38.1mm 228.6mm 75F030 120.99 
This explosion-proof NEMA 4X LED, IP66 light is rugged UL, CSA and ATEX certified. This is ideal for Retrofit | _Standard/Original Panavise 
and new installations. 60,000 hours of continuous operation, and a wide ambient temperature. Rated IP66. 301 63.5mm 57.14mm 75F017 61.99 
Units are available for 120-277 VAC shown below (347-480 VAC units available). A wide variety of mounting 
; f : Standard Head 
options and accessories are available. 
BRESEaER 303 63.5mm 57.1mm 75F019 34.99 
Input | Input | Luminous IP ISS ERe V: BaselVice Combinati 
Mfg. Part No. Voltage | Power Flux Color Rating | Stock No. 1+ a ih li I ue a 57 Imm 75F032 Bio 
VMV11L/UNV1 277VAC | 113W | 11440Im | CoolWhite | IP66 | 77Y9124 exe Wide-Opening Head - - - 
VMVA7LIUNV’ | 277VAC | 168W | 18793Im | CoolWhite | IP66 | 77¥9200 = sceSpening mea 
: 396 38.1mm 152.4mm 50F2993 82.99 
VMV21L/UNV1 277VAC | 196W | 22110Im | CoolWhite | IP66 | 77Y9233 = 376 38 mm 228. 6mm 75F031 
VMV11L/UNV34. | 480VAC | 113W | 11440lm | Cool White | IP66 | 77Y9125 = : d 71.99 
PIM_5527218 HETiCeESGHE 
Mfg. Part No. Description Stock No. 1+ 
hae 311 Bench Clamp Base Mount 90F2064 54.99 
rt LED LIGHT BARS 100- Gee einpian PATLITE 366 Bench Vice - 6.25” Max Jaw Opening Width 50F2655 54.99 
ane 346 Jaw Pad - For Use With 366/376 Vice Heads 9880152 | 3.99 
x= i 305 Low-Profile Base 44F1306 | 29.99 
a i 304 Low-Profile Head 81F1160 43.99 
ee 335 Magnetic Base - Vice Mount 48F1706 32.99 
; @ 371 Solder Station - For Use With 308/312 Base Mounts 90B6739 18.99 
: @ 239 Speed Control Handle - Vice 05W3135 3.99 
300 Standard Base 75F016 29.99 
(a) us @ 310 Surface Plate Base Mount - For Use With 201 PV & 300/305 Bases | 9208195 _ 
The CLA Series LED Light Bar produces bright, uniform lighting in an IP-69K enclosure for high-temperature 312 Tray Base Mount - For Use With 201 PV & 300/305 Bases 75F026 30.99 
washdown applications for food and pharmaceutical applications, as well as illumination for control panels 380 Vacuum Base 75F018 57.99 
and workstations. The 4 different mounting options and 7 different lengths from 100mm to 1500mm make this Fi 7 
product and ideal consideration for fluorescent tube replacement as well. 308 Weighted Base Mount - Cast Iron 5020 38.99 
5 358 Wire Manager - For Use With 366/376 Vice Heads 90B6738 24.99 
Bar Lumen Power Supply Price Each Pie 
Mfg. Part No. Length Output Rating Voltage Stock No. 1+ = 
Amber 
@ CLA1S-24-Y 124 mm 60 Im 2.5W 24 VDC 2674286 = 7 
@ CLA3S-24-Y 324 mm 195 Im 5.7W 24 VDC 2674295 = eW ro u C Ss e al y 
Daylight , , 
@ CLAIS-24-CD 124 mm 125 Im 25W | 24VDC 2674284 79.36 See the newest Technologies and Suppliers at_ — newark.com/new-products 
@ CLA2S-24-CD 224 mm 240 Im 5W 24 VDC 2674291 101.69 
@ CLA3S-24-CD 324 mm 360 Im 5.7W 24 VDC 2674293 115.38 
@ CLA6S-24-CD 624 mm 690 Im 1.6W 24 VDC 2674296 181.02 
@ CLAQS-24-CD 924 mm 980 Im 17.3W 24 VDC 2674298 243.05 
@ CLA12S-24-CD 1.224 m 1375 Im 23W 24 VDC 2614287 352.15 
White 
@ CLA1S-24-CN 124 mm 125 Im 2.5W 24 VDC 2674285 ae 
@ CLA2S-24-CN 224 mm 240 Im 5W 24 VDC 2674292 mes 
@ CLA6S-24-CN 624 mm 690 Im 1.6W 24 VDC 2674297 213.14 
@ CLAQS-24-CN 924 mm 980 Im 17.3W 24 VDC 2674299 ae P o> 
@ CLA15S-24-CN 1.524 m 1725 Im 28.8 W 24 VDC 2674290 aa PIM_5624853 
PIM_194789 
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CIRCUIT BOARD HOLDERS @ QSSERIES WORKMASTER™ WORKBENCH AND ‘ : 
PANAMISE® #33559 ES incustios 


Features: 


® Workbench and shelves available in standard or 
ESD versions 

© Sizes to fit every need 

@ Heavy-gauge steel 

@ 1000 Ibs. distributed weight on worksurface 

@ Adjustable 30” worksurface height; bench legs 
adjusts to 32”, 34”, and 36” high 

t 
207 


® Bolt-on heavy-duty bench leg extensions accept 
floor glides 
@ Adjustable bench leg extender kit included 
© Full line of accessories 
Easy-to-assemble WorkMaster™ Workbenches for 
assembly, lab and technical environments. A variety of 
optional drawers, cabinets and electrical components 
allow easy customization. Worksurface is laminated over 
industrial-grade particleboard to a full 1-1/4” thickness; 
metal threaded inserts are installed in sealed underside 
for easy installation and strength. Features a 180° rolled front edge and front and rear heavy-gauge steel top 
support beams that allow 1000 Ibs. of distributed weight on work surface. All attachment points have preinstalled 
inserts for easy assembly and high-strength connections. Color: sky blue powder coat paint finish with low-glare 
white standard or ESD laminate with white contrast trim. ESD bench version includes dual ground studs and 
a 10-ft. ground cord. Workbenches are available in three popular sizes. Height adjusts 30” to 36” on two inch 
yy 333 increments. 
WorkMaster™ Shelves, Drawers, Cabinet & Accessorives - Instrument shelves constructed in same manner 

316 324 as worksurface with matching low-glare white laminate and preinstalled threaded inserts. Heavy-gauge, formed 
PanaVise workstations feature full tilt, turn and rotate on three planes to optimize your work conditions. steel risers clamp onto worksurface and attach to underside. Access cover detachs for installation of QS- 
Mfg. part no. PV201 compact PVjr. workstation turns, rotates and swivels for soldering, drilling, painting, 1022161-D nser electrical pane: (QS-SECIS), Full-length under-shelf channel support beams allow up to 500 
assembly. Die cast zinc base. Thermal plastic alloy jaws open to 2-7/8" wide. Overall height: 6-3/4", Ibs. distributed weight on shelf's work surface. ESD shelf version includes dual ground studs and 5-ft. coiled 


Mfg. part no. 207 Vacuum Base PV Jr. ideal for light-duty field repairs, electronics, hobbies and more. Attaches ground cord. Color: sky blue powder coat paint finish. Choice of two sizes: 60°W or 72°W x 18°H x 15’D. 


y 


——— 
Pv201 


| 
f 


) 


LS 


securely to any smooth, flat , non-porous surface. File & drawer cabinets are constructed of heavy-gauge steel and equipped with full extension, 100-lb capacity 
Mfg. part no. 315 circuit board holder accommodates boards from 0.125” (3.18) to 12” (304.80) wide. Fits mfg. metal ball-bearing drawer slides. May be mounted left or right and stacked for multiple drawer/cabinet 
part nos. 300, 305 & 380 bases. combinations. Safety recessed handles. Enclosure is finished with sky blue colour; drawer or cabinet face is 
Mfg. part no. 324 combines mfg. part no. 315 circuit board holder, mfg. part no. 374 solder station with nib _ finished with contrasting white color. Size: 15°W x 18"D : 
soldering iron sponges, mfg. part no. 300 base and 312 tray base mount. Type QS-1022161-D instrument shelf riser electrical panel features four 115V, 15A, 60Hz duplexes with 
Mfg. part no. 333 board holder has 8-position rotating adjustment and 6-position lock positions in vertical plane. switch and Power: cord and a 15A pilot light switch/circuit breaker combination. Type QS-1022122-D and QS- 
Offers tilt angle and height adjustment, board rotation. NOTE - Not compatible with other PanaVise models. 1022123-D electrical outlet strip channels feature four 15A, 60Hz duplexes, circuit breaker and 8-ft power cord. 
: - May be mounted at top-rear of worksurface, under shelf front or rear, or top-rear of shelf. Engineering to meet 
Jaw Jaw Price Each rigid UL requirements, and ETL (Electric Testing Lab) approved. Color: Sky blue. Types QS-1021503 heavy- 
Mfg. Part No. Width Opening Stock No. 4+ duty tubular designed footrests adjust front to rear. Finish: Bright zinc. 
315 os 304.8mm 75F022 48.99 Price Each 
201 25.4mm 73mm 97F8324 36.99 Mfg. Part No. Height Width Length Stock No. 1+ 
@ 207 25.4mm 73mm 07W3759 as WorkMaster ESD Workbench 
Price Each QS-1006003-D 36” 72° 30” 36K4177 1839.15 
Mfg. Part No. Description Stock No. 1+ WorkMaster Standard Workbench : : 
© 204 Neoprene Pads - For Use With 201 & 203 0248225 3.99 Q8-1000003-D - nm 30 36K4175 | 1365.96 
PIM 5809 QS-1000013-D 36” 72” 36” 36K4176 1547.35 
Price Each 
Assembly Stations Mfg. Part No. Description Stock No. | 1-1-24+ 
J] «Oi ereelescnt QS-1022122-D Electrical Outlet Channel Strip, 60" W 19K6193 466.51 
Mfg. Part No. Height Width Stock No. Ts] QS-1022123-D Electrical Outlet Channel Strip, 72”W 36K4181 529.06 
333 254mm 304.8mm 75F028 120.99 QS-1020102-D WorkMaster ESD Instrument Shelf, 60”"W 24K0855 1095.66 
324 343mm 7" 75F027 109.99 QS-1022161-D | WorkMaster Instrument Shelf Riser Electrical Panel, 18"H | 24K0856 380.72 
PIM 5513366 QS-1050004-D WorkMaster Single File Drawer, 12”H 19K6192 739.98 
= QS-1050002-D WorkMaster Single File Drawer, 6H 19K6191 502.26 
QS-1020002-D WorkMaster Standard Instrument Shelf, 60”W 19K6190 827.56 
QS-1020003-D WorkMaster Standard Instrument Shelf, 72"W 36K4179 868.67 


PGB Fabrication & — 


SWIVEL TABLE VICES 


Features: 

© Heat treated jaws, 60mm wide & 25mm deep, open 
to 80mm 

@ Locking swivel base turns through 360° 

@ Mounting clamp opens up to 45mm 

@ Paint coated body 


Assembly 


Quality U.S.-based manufacturers —as fast 
as 48-hour turnaround! 


element14.com/designcenter = = Price Each 
Mfg. Part No. Width Opening Stock No. 1-9+ 
Swivel Table Vice w/ Anvil - 2.36” 
PIM_5624864 po00099 60mm 80mm 97M9396 18.38 
PIM_116751 
Cabinet 
Price Each 
Mfg. Part No. Height Width Depth Stock No. 1-24+ 
WorkMaster Single Cabinet with Door, 12”H 
QS-1050005-D 12" 15” 18" 24K0857 616.65 
PIM_5513373 
Furniture 
> CONTINUED > 
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Furniture (CONT.) V-4 AND V-8 SERIES VALUE-LINE UPHOLSTERED AND ESD (STATIC 
Price Each CONTROL) SEATING (CONT.) 
Mfg. Part No. Description Stock No. 1-24+ Price Each 
QS-1021503 Footrest Tube, 72”"W 26K2738 192.63 Mfg. Part No. Description Stock No. 1+ 
PIM_5513372 V830SMG With Glides & Footring - Seat Height Adj 20-27.5", 27" Base | 73P9739 417.60 
V800SMG With Glides - Seat Height Adj 16-21", 23” Base 73P9737 340.00 
V-4 AND V-8 SERIES VALUE- raric CBE Price per 
UPHOLSTERED AND ESD (STATIC CBEVCO VALUE-LINE » sco a ee PES! 
CONTROL) SEATING renters aeatva Mfg. Part No. Description Stock No. + 
AV Ergonomic Height-Adjustable Armrests - Pack of 2 73P9717 120.00 
PIM_143742 
9000 SERIES DELUXE UPHOLSTERED ESD (STATIC 
CONTROL) AND CLEANROOM SEATING CBEVCO 
ergonomic seating 
4007HC-BLK V4507MG-BLU V4507MG-GRY 2 
ey 9051ME-NY o561ME NY 9051MC2-4 BLV 9551MC2-BKV 
Features: @ Polypropylene back shell for improved durability 
@ Ergonomic seat with waterfall edge for and comfort + Sturdy five-legged, polished-aluminum base on 
© Contoured backrests for upper and lower back smooth-sliding glides 
- ‘ support © Exceeds ANSI/BIFMA standards for quality, 
a @ Easy-to-use pneumatic seat height adjustment durability and safety 
© 360° swivel @ 12-year manufacturer's warranty 
—_ ac ® Tilt back and seat with adjustable control @ Made in the U.S.A. 
V800SMG VB50SHC 9000 series top-of-the-line seating provides advanced ergonomic features and total body support for around- 
: i : he-clock comfort and reliability in a variety of workplace environments. Models designed specifically for 
Features: © Easy-to-assemble with a #2 Philips screwdriver static control (ESD) or cleanroom use, these deluxe chairs will fit almost any requirement. Featuring a large, 
© Ergonomic waterfall seat for comfort © Meets applicable ANSI/BIFMA XS.1 standards for comfortable waterfall seat and backrest, both with tilt function: 6° seat tilt range rearward/forward and backrest 
@ Easy-to-use pneumatic seat height adjustment quality, durability and safety hat tts 110° forward/150° backward. Dimensions: seat: 20"W x 18°D x 3°H; back: 17.5’W x 16H x 3’. 
© 360° swivel ; © Three-year manufacturer's warranty DELUXE ESD (STATIC CONTROL) FABRIC-UPHOLSTERED SEATING - Deluxe static control ESD-protective 
© Tilt back with adjustable tension control : © Made in the U.S.A. ask chairs and task stools with 20” adjustable ESD footring are fully assembled at the factory and tested 
© Sturdy five-legged, black, reinforced-plastic base for conductivity prior to shipment. The ESD fabric upholstery has a surface resistance of 108 ohms or less 


V-4 series upholstered seating and V-8 series static-control ESD-protective seating are both available on and comes with a conductive backing that more than doubles its abrasion surface. Averages 1.0x105 ohms 
smooth-sliding glides or hard-floor casters. Dimensions: seat: 18”W x 18’D x 2.75"H; back: 16"W x 15”H x 2”D. resistance from any part of the chair to the ground, exceeding NFPA standards. All ESD models include drop 
V-4 series task chairs and task stools with 18” adjustable footring feature BIFMA Class 1 rated Olefin fabric chain, ESD glides, protective ESD backshell, and other chrome-plated components. Order mfg. part no. A8 


upholstery that resists fading, pilling, punctures and moisture. Meets flame retardant standards of California height-adjustable ESD armrests and mfg. part no. CARD/5S heavy-duty ESD dual-wheel casters for hard 
Technical Bulletin 117. Choice of three popular colors: black, blue or gray. Comfortable foam padding and loors separately below. 

contoured back with durable scuff-resistant back pan. Order mfg. part no. AV ergonomic height-adjustable DELUXE CLEANROOM VINYL-UPHOLSTERED SEATING - These deluxe cleanroom task chairs and task 
armrests with polyurethane arm pads separately below. stools with 20” adjustable footring are rated Cleanroom Class 100, tested and certified by IBR for cleanroom use, 
V-8 series ESD-protection task chairs and task stools with 18” adjustable footring are static-dissipative with and meet particulate goals of Federal Standard 209. Durable vinyl upholstery in choice of two popular colors: 
a resistance of less than 106ohms and have a grounding brass drag chain. All models feature navy blue, black and royal blue. Order mfg. part no. A5 height-adjustable armrests and mfg. part no. 3850S/5 heavy-duty 
conductive fabric upholstery that is BIFMA Class 1 rated for durability and meets flame retardant standards dual-wheel casters for hard floors separately below. 

of California Technical Bulletin 117. Comfortable foam padding and a contoured back with durable molded ; 

; Price Each 
bumpers to prevent fabric wear. 2 ed ec 
V4xx - Task chairs & task stools. V8xx - ESD-protective task chairs Mfg. Part No. Description Stock No. 1+ 

Price Each 9051MC2-BKV | Deluxe Cleanroom on Glides - Black - Seat Height 17-22.25" | 74P0064 see 
Mfg. Part No. Description Stock No 4+ 9051MC2-BLV | Deluxe Cleanroom on Glides - Royal Blue - Seat Height 17-| 74P0065 cs 
— eee EEE ——— 22.25" 
| Chair with Casters - Black, Seat Height Adj 17-22”, 23” B 73P9718 mee ~ - 
ele = = ee a : : = 9551MC2-BKV| Deluxe Cleanroom on Glides with Footring - Black - 24-34” | 74P0072 = 
V4007HC-BLU | Chair with Casters - Blue, Seat Height Adj 17-22”, 23” Base | 73P9719 ae - ———— - 
aoe : 7 aaaT 9351MC2-BKV | Deluxe Cleanroom on Glides with Footring - Black - Seat Height | 74P0068 = 
V4007HC-GRY | Chair with Casters - Gray, Seat Height Adj 17-22”, 23" Base | 73P9720 ea 20-27.5" 
V4007MG-GRY | Chair with Glides, Gray, Seat Height Adj 16-21", 23" Base_| 73P9723 = 9351MC2-BLV | Deluxe Cleanroom on Glides with Footring - Royal Blue - Seat] 74PO069 = 
V4007MG-BLK | Chair with Glides - Black, Seat Height Adj 16-21", 23" Base | 73P9721 = Height 20-27.5" 
V4007MG-BLU | Chair with Glides - Blue, Seat Height Adj 16-21”, 23” Base | 73P9722 = 9551MC2-BLV | Deluxe Cleanroom on Glides with Footring - Royal Blue - Seat} 74P0073 = 
V4307HC-BLK | Stool with Casters & Footring - Black, Seat Height Adj 21-28.6", | 73P9724 = __Height 24-34 
27’ Base 9051ME-NY Deluxe ESD on Glides - Navy Blue - Seat Height 17-22.25” | 74P0067 = 
\V4507HC-BLK | Stool with Casters & Footring - Black, Seat Height Adj 24-34”, | 73P9730 a 9351ME-NY | Deluxe ESD on Glides ares - Navy Blue - Seat Height | 74P0071 _ 
27” Base “21. 
V4307HC-BLU | Stool with Casters & Footring - Blue, Seat Height Adj 21-28.5”, | 73P9725 = 9551ME-NY | Deluxe ESD on Glides with ei - Navy Blue - Seat Height | 74P0075 = 
27" Base -34" 
V4507HC-BLU | Stool with Casters & Footring - Blue, Seat Height Adj 24-34”, | 73P9731 -- Price per 
27” Base Pkg. 
V4307HC-GRY | Stool with Casters & Footring - Gray, Seat Height Adj 21-28.5”, | 73P9726 es Mfg. Part No. Description Stock No. 1+ 
Smear = = Seal Haat ag 70a CARDISS ESD Heavy-Duty Dual-Wheel Casters - Pack of 5 74P0062 100.00 
MASTERY, | an GSI NOT aay Sse uremepglen ea = 28 ESD Height-Adjustable Armrests - Pack of 2 74P0061_ | 200.00 
\4307MG-BLK | Stool with Glides & Footring - Black, Seat Height Adj 20-27.5", | 73P9727 = 3850S/5 Heavy-Duty Dual-Wheel Casters - Pack of 5 74P0063 20.00 
27" Base ADS Height-Adjustable Armrests - Pack of 2 74P0060 145.00 
\4507MG-BLK | Stool with Glides & Footring - Black, Seat Height Adj 23-33", | 73P9733 = PIM. 144705 
27" Base - 
\V4307MG-BLU | Stool with Glides & Footring - Blue, Seat Height Adj 20-27.5", | 73P9728 = 
27’ Base 
\V4507MG-BLU | Stool with Glides & Footring - Blue, Seat Height Adj 23-33”, | 73P9734 = 
27” Base . 
\4307MG-GRY | Stool with Glides & Footring - Gray, Seat Height Adj 20-27.5", | 73P9729 = Custom Rocker Switches 
27” Base 4 5 L , i 
V4507MG-GRY | Stool with Glides & Footring - Gray, Seat Height Adj 23-33", | 73P9735 = Designed with your choice of: color, text, logo, icon 
27’ Base = 
V850SHC With Casters'6 Footring, Seat Height Ad 24-34", 27" Base | 73P9740 420.00 Call 800.463.9275 or email: customswitches@newark.com 
V800SHC With Casters - Seat Height Adj 17-22", 23” Base 73P9736 | 350.00 
V830SHC With Glides & Footring, Seat Height Adj 21-28.5", 27” Base | 73P9738 | 410.00 PIM_5624868 
V850SMG With Glides & Footring, Seat Height Adj 23-33”, 27” Base 73P9741 410.00 
> CONTINUED > 
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7000 SERIES ERGONOMIC INDUSTRIAL SEATING ' 
CBEVCO 


ergonomic seating 


@) 


Finding Every Part You Need is 


Easier than Ever! 


Blue, Gray, Black 


is 


7000-BLK 7501-BLK 
Features: © Meets ANSI/BIFMA standards for quality, durability 
@ Durable polyurethane seat and back with ventilated and safety 
ribs for comfort and support @ 42-year manufacturer's warranty 
@ Fully adjustable contoured back with heavy-duty @ Made in the U.S.A. 
back bracket Model Specifications: 
© Contoured waterfall seat edge for and comfort @ 7300 - Industrial Task Chair on Glides 
@ Easy-to-use pneumatic seat height adjustment @ 7004 - Industrial Task Chair on Glides with Tilt 
© 360° swivel Control 
@ Tilt back and seat with adjustable control on mfg.  @ 7300 - Industrial Task Stool on Glides with Footring 
part nos. 7001, 7301, 7501 © 7301 - Industrial Task Stool on Glides with Tilt 
© Sturdy five-legged, reinforced-plastic base on Control and Footring 
smooth-sliding glides @ 7500 - Industrial Task Stool on Glides with Footring 
© Scratch-resistant, baked-enamel finish on metal @ 7501 - Industrial Task Stool on Glides with Tilt 
components Control and Footring 


7000 series egononmic industrial polyurethane seating is specifically designed for outstanding comfort and 
long lasting use in the toughest workplace environment. These durable task chairs and stools offer total body 
support with advanced ergonomic features that improve productivity and reduce worker fatigue. The rugged self- 
skinned polyurethane seat and back resist stains and damage from punctures, grease, water, and chemicals. 
Ventilation ribs increase air circulation, comfort and ease of cleanup. Mfg. part nos. 7001, 7301, and 7501 
come with an articulating seat and back tilt control for maximum ergonomic benefit. Tilt function: 6° seat tilt 
range rearward/forward and back tilts 11° forward/15° backward. Mfg. part nos. 7300, 7301, 7500 and 7501 
feature a wider base with an 18” diameter adjustable chrome footring. Dimensions: seat: 18.5"W x 17’D x 
1.5°H; back:16.52"W x 12.5"H x 1"D. Order mfg. part no. 3850S/5 heavy-duty dual-wheel casters for hard 
floors separately below. 


Price Each 
Mfg. Part No. Description Stock No. ‘ike 
7000-BLK Seat Height Adj - 15-20", Back Adj - 2.25 / 2” 74P0632 264.00 
7000-BLU Seat Height Adj - 15-20", Back Adj - 2.25 / 2” 74P0633 eas 
7000-GRY Seat Height Adj - 15-20", Back Adj - 2.25 / 2” 74P0634 a 
7001-BLK Seat Height Adj - 15-20”, Back Adj - 6"/ Til 74P0635 304.00 S @) F h d F t t 
7001-BLU Seat Height Adj - 15-20”, Back Adj - 6” / Til 74P0636 = e e€ Vv) l n | n C € e a Vy) re S) d 
7001-GRY Seat Height Adj - 15-20”, Back Adj - 6"/ Til 74P0637 396.00 
7300-BLK Seat Height Adj - 19.5-26.5", Back Adj - 2.25 / 2” 74P0638 324.00 
7300-BLU Seat Height Adj - 19.5-26.5”, Back Adj - 2.25 / 2” 74P0639 ee a 
7300-GRY Seat Height Adj - 19.5-26.5”, Back Adj - 2.25 / 2” 74P0640 es 
7301-BLK Seat Height Adj - 19.5-26.5", Back Adj - 6” / Tilt 74P0641 364.00 
7301-BLU Seat Height Adj - 19.5-26.5", Back Adj - 6” / Tilt 74P0642 Eee 
7301-GRY Seat Height Adj - 19.5-26.5", Back Adj - 6” / Tilt 74P0643 = | d & + 4 
7500-BLK Seat Height Adj - 21-31", Back Adj - 2.25 / 2” 74P0644 334.00 N EW . H ea er N avi g ati 0 n 
7500-BLU Seat Height Adj - 21-31", Back Adj - 2.25 / 2” 74P0645 426.00 ; 
7500-GRY Seat Height Adj - 21-31", Back Adj - 2.25 / 2” 74P0646 = | m proved head er provides easy access to 
7501-BLK Seat Height Adj - 21-31”, Back Adj - 6” / Tilt 74P0647 374.00 i 1 
7501-BLU Seat Height Adj - 21-31”, Back Adj - 6” / Tilt 74P0648 Eas search, shopping cart and account info. 
7501-GRY Seat Height Adj - 21-31", Back Adj - 6” / Tilt 74P0649 = Redesigned navigation grou ps products 
Pri . . 2 
ole into convenient categories. 
Mfg. Part No. Description Stock No. 1+ 
3850S/5 Heavy-Duty Dual-Wheel Casters - Pack of 5 74P0063 20.00 


Sey UPDATED! Search 


New algorithms and search results design 
get you to the right products faster. 

endor Approved Modification 
Improved Product Pages 
Redesigned product pages feature key 
information like availability and price. 
New "find similar products" helps you 
find the products you need. 


Panel Meters and Switches designed to your specs 
Choose your own colors, text, and logo 


ISO certified lab with a Certificate of Conformance 
included with your order 


Call 800 859 1257 al 


il: panelmeters@newark.com 
= 


PIM_5795297 
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ESD & STATIC CONTROL @ Indicates RoHS Compliant | Find Datasheets Online 
APPAREL 


ESD STATSHIELD PROTECTIVE JACKETSMOCKS FUE S Cg ESD-SAFE GLOVES WITH POLYURETHANE FINGER TIPS (CONT.) 


AND LAB COATS Price per 
Pkg. 
Mfg. Part No. Size Color Material Stock No. 1-9+ 
@ 109-0920 iS) White PU (Polyurethane) 74M5801 35.18 
@ 109-0917 M White PU (Polyurethane) 74M5802 35.18 
@ 109-0918 L White PU (Polyurethane) 74M5803 35.18 
PIM_116618 
‘ PINK ANTISTATIC BAGS rat 
| m 
Jacket Smock, Blue Jacket Smock, Black Lab Coat u icomp 
Features: @ Easy on/off snap front closure 
@ Meets requirement for groundable static control © Comfortable conductive elastic knit cuffs 
garment @ Three roomy patch pockets on fron 
© Compatible with most single-wire wrist strap @ Badge holder tab on front (Black only) 
monitors and testers © Handy pen pocket on each sleeve (Black only) 
@ Patented hip-to-cuff grounding @ Made in America 
Statshield® groundable static control garments meet the ANSI/ESD $20.20-2007 required limit of < 3.5 x 


10E7ohm Rtg tested per ANSI/ESD STM2.1. Designed to be antistatic, low tribocharging, these garments 


offer protection from electrostatic fields generated by clothing on the user's body. Using high-quality texturized Grpseal aad 
polyester material with a minimum 9% carbon nylon monofilament, the garment creates a Faraday Cage around Features: © Heat sealable 
the torso of the wearer. Static charges generated by the wearer and wearer's clothing will be shielded from © Low density polyethylene © Open top or re-sealable 
ESD susceptible products. The dissipative material becomes part of the ground path to remove static charges. © Static Decay = 0.05 seconds © MIL Spec 81705-B 
Patented hip-to-cuff grounding allows connection of wearer's ground cord to a 4mm snap stud on the hip of the Sold in packs of 100 
garment providing hands-free grounding thereby increasing productivity. Available in black and blue. Other sizes Price per 
and colors available; go online or call. Pkg. 
Price Each Mfg. Part No. Height Width Stock No. 1-94 
Mfg. Part No. Size Color Stock No. 1+ Open Top 
Jacket Smock @ 001-0001 5” 3 74M5383 5.22 
73750 Small Blue 49H6890 50.12 @ 001-0003 6” 4” 74M5384 6.96 
73755 Medium Blue 49H6891 50.12 @ 001-0006 8" 5” 74M5385 9.27 
73760 Large Blue 49H6892 50.12 @ 001-0008 8” 6" 74M5386 4.40 
73765 X Large Blue 49H6893 50.12 @ 001-0009 10" 6 74M5387 13.31 
73770 XX Large Blue 49H6894 52.88 © 001-0014 10" 3" 74M5388 13.53 
73860 XSmall Black ESROBES 50.12 © 001-0017 12 8" 74M5389 16.88 
73862 Medium Black 55R0867 50.12 @ 001-0020 12° 10° 74M5390 19.53 
73863 Large Black 55R0868 50.12 © 001-0021 14” 10” 74M5391 20.05 
73864 X Large Black 55R0869 50.12 @ 001-0023 14” 12” 74M5392 29.30 
73865 XX Large Black 55R0870 52.88 ®@ 001-0029 16" 12" 74M5394 30.55 
73866 3XL Black 55R0871 55.78 @ 001-0028 18” 12” 74M5393 31.37 
Lab Coat © 001-0037 18” 14” 74M5398 36.03 
73611 ah Blue Clue) 58.41 © 001-0031 18 16 74M5396 40.45 
73612 Medium Blue 49H6861 58.41 @ 001-0030 24” 18” 74M5395 52.36 
73613 Large Blue 49H6862 58.41 © 001-0076 A" 20" 7415400 58.31 
73614 X Large Blue 49H6863 58.41 “eoor-o3=—Sté‘(i‘ édlé~t#é*é”!OW#€«Y!;#!O!~!#é‘élkdw””~é«Y~*é«aMS397~—S«é«WY:«Cd 5.60 
73615 XX Large Blue 49H6864 61.62 @ 001-0041 48” 36” 74M5399 176.60 
PIM_75369 Resealable 
@ 003-0001 5° 3” 74M5401 7.81 
ESD-SAFE PROTECTIVE JACKET SMOCKS @ @ 003-0002 6” 4" 7415402 14.61 
e ae <1 x10 ohms per ANSIESD STM2.1 multicomp @ 003-0003 8" 8" 74M5403 22.87 
@ No collar, V-neck styling 7 7 
@ Easy on/off snap front closure = © 003-0011 a g 74M5406 36.78 
© Open cuffs with adjustable sleeve snaps @ 003-0013 12 8 74M5408 40.79 
® Spacious chest pocket @ 003-0004 12” 10” 74M5404 46.54 
ESD-safe jacket smocks offer antiistatic protection from PIM 188933 
electrostatic fields generated by clothing on the wearer’s : 


body. Comfortable 91% polyester material with a minimum 9% 
carbon. Available in blue. 


TRANSPARENT METAL IN STATIC SHIELDING © 
BAGS multicomp 
e = 


Material thickness: .003” (.0762mm) alls 
ol 
Geptinaian 
Available 


nominal +/-10% 
® Surface Resistance: 


7 © Outer Layer:m <10E11 ohms per ANSI/ 
Meee ESD $11.11 
Mfg. Part No. Size Color Stock No. 1-24+ @ Inner Layer:10E11 ohms per ANSI/ 
MC35659 Small Blue 74R6809 = ESD $1111 
MC35660 Medium Blue 7AR6810 ee © Static Shielding: <50 nJ per ANSI/ 
ESD $11.31 
MC35661 Large Blue TARG811 = ® Light Transmission: >40% per ASTM 
MC35662 X Large Blue 74R6812 = 1003 
MC35663 XX Large Blue 74R6813 Es Sold in packs of 100 —— 
PIM_177914 
ESD-SAFE GLOVES WITH POLYURETHANE © 
FINGER TIPS multicomp er 
© Polyurethane coated finger tips provide anti-slip Pkg. 
grip and avoids leaving finger prints Mfg. Part No. Height Width Stock No. 1-44 
© Can be laundered for re-use 
© Super-conductive threads for static safety - Open 
@ White \ @ MC35821 3” 2 86R9080 —_ 
© Sold in packages of 10 MIC36465 e e 4674345 12.55 
@ MC35822 Ss” 3” 86R9081 eee 
@ MC35823 e 4 86R9082 11.12 
> CONTINUED > > CONTINUED > 
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ESD & STATIC CONTROL 


ESD PACKAGING 


TRANSPARENT METAL IN STATIC SHIELDING BAGS (CONT.) METAL-IN STATIC-SHIELDING BAGS Sscs 
Price per 
Pkg. 
Mfg. Part No. Height Width Stock No. 1-4+ 

Open 
MC36472 6” 6" 4674352 = 
MC36464 T 3° 4674344 = 
MC36470 T 5° 4674350 es 
MC36466 8° 4 4674346 es 

@lMC35624 e a B6RI083 19.80 Metal-in static-shielding bags 1900 and 1910 series are an economical alternative shielding bag for less 

@ MC35825 8 6 86R9084 12.24 demanding applications where testing and reusing bags are not prime considerations. Aluminum is vapor- 
MC36478 8” 8” 4674358 ee coated on half-mil polyester. This shielding layer is bonded between the polyester layer and a static-dissipative 

7 7 polyethylene inner layer. These static-shielding bags are amine-free, non-corrosive and meet EIA-541 definition 
MCS6867 : uw CORE 238 for static shielding/dissipative packaging. 1910 series bag features a zipper closure for easy opening and 
MC36473 9” 6” 4674353 — closing. Sold in packages of 100. 
MC36471 10” 5” 4674351 12.38 Price per 

@ MC35826 10" 6" 86R9085 8.20 Pkg. 

@ MC35827 10" 8" 86R9086 29.18 Mfg. Part No. Height Width Stock No. 1+ 
MC36474 12" 6” 4674354 Fe 1900 3X5 5” 3 50F7146 = 

@ MC35828 12" 8” 86R9087 = 1900-4x6 8 4 33K4604 _ 

@ MC35829 12° 10" 86R9088 43.53 1900-8X10 10" 8 33K4606 _ 
MC36475 14" 6" 4674355 = 1901014 14 10” 92F1299 == 
MC36479 14” 8° 4674359 34.94 1900 18X18 18" 18” 50F7159 —_ 

@ MC35830 14” 10” 86R9089 49.58 Reclosable Zipper 
MC36477 15% ila 4674357 ay 1910-6X8 8 6" 33K4613 = 
MC36360 15" it" 2673873 = 1910-8X10 10" 8" 50F7151 34.00 
MC36480 16" 8” 4674360 40.46 1910-10X12 12" 10” 33K4608 = 
MC36483 16” 10” 4674363 os 1910-12X18 18 12” 33K4610 = 
MC36361 16” 12" 2673869 19.86 1910 18X18 18” 18” 50F7153 = 
MC36476 18" 6” 4674356 ee PIM_84870 
MC36481 18” 8° 4674361 eas 
MC36484 ‘8° 10” 4674364 a 2300R SERIES BUBBLE CUSHION ANTISTATIC BAGS 
MC36364 18" 12” 2673863 = © Metal-Out Shielding Laminate 0.003" thick (3 mi 
MC36488 18” 14” 4674368 = @ <10 nJ Discharge Shielding Energy Penetration Test per ANSI/ESD STM11.31 ; 

Te 7 arr © Dissipative Inner Surfaces Rs 1 x 104 to <1 x 1011 ohms per ANSIIESD STM11.11 Metallized 
MC36489 32.66 meets Static Control Bag ANSI/ESD $11.4 Level 3 Shielding Bag 
MC36491 18" 16" 4674371 tea © Printed with ESD Protective Symbol and Lot Code Information He ae . 
MC36365 18° 18” 2673860 = © 40% Light Transmission Protection Layers. 
MC36490 19” 15” 4674370 —= Lightweight ESD protective packaging with heavy-duty protection absorbs impact and prevents product damage. 
MC36492 20" 16" 4674372 ey Price per 
MC36495 23" 22" 4674375 = Pkg. 
MC36468 24" 4 4674348 me Mfg. Part No. Stock No. 1+ 
MC36482 24” 8" 4614362 = 2301211 02AC7888 357.49 
MC36485 24” 10” 4674365 = 2301218 02AC7889 576.38 
MC36493 24" 16" 4614373 = 2301415 02AC7890 566.86 
MC36494 24" 18" 4674374 = 2301815 02AC7891 70.54 
MC36469 25" 4 4674349 = 2301823 02407892 93.49 
MC36487 25" 12" 4614367 = 23067 02AC7893 196.60 
MC36496 25" 22" 4614376 = 230811 02AC7894 144.63 
MC36497 28" 22" 4614377 = 23087 02AC7895 284.23 
MC36486 30” 10” 4674366 = PIM_5730527 
MC36498 30” 24" 4614378 51.10 
MC36499 30" 30" 4674379 _ METAL-IN STATIC-SHIELDING BAG 1000 Series Sscs 

With Zipper © Faraday Cage effect shielding 

MC35831 3 2” 86R9090 = protects electronic devices from € Sekt 
7 7 ESD and electrostatic fields - Compliant 
MC36500 ad a 4674380 7.40 © Durability is enhanced by \ 3 Available 
MC35832 5 3 86R9091 bolt positioning the metal layer between eB 
MC35833 T 4.75” 86R9092 19.54 polyester and polyethylene 
7 7 © Four layer construction offers 
uu SU i us CORES — excellent protection from punctures 
MC35834 8 5” 86R9093 31.98 and tears - 
MC35835 8" 6” 86R9094 35.59 @ Bags are printed with ESD warning 
> 7 symbol and date coded for QC wa 
MC35836 0 6 86R9095 20.78 traceability . bs Ve 
MC35837 10 8 86R9096 8.07 1000 Series static-shielding bags are - \ 
MC35838 42" 8" 86R9097 ae transparent, metallized static shield bag = a 3 
” > helps provide a static safe environment , 
MCs ee WwW BORBOSE = for sensitive electronic devices. SCC 9 
MC35840 14 10 86R9099 Gay 1000 bags are tested to meet or exceed J 
MC36362 15? 11" 2613897 pan the requirements of certain electrical 
MC36363 16" 1 2673872 56.95 and physical requirements of ANSI/ESD S541, EIA 625, and to be ANSI/ESD $20.20 program compliant. 
MC36366 18” 12" 2613867 = ied 
MeSe36 7 ss = aun = Mfg. Part No. Height Width Stock No. 1+ 
ei i : 261.05 @ 10023 3” 2 64M0237 7.87 
MC36502 29) 4 4674382 = © 10024 7 > 30M3792 = 
PIM_189693 @ 10044 4" 4" 34P6738 ate 
10035 5S 3" 39M3793 6.93 
@ 10046 6 4’ 39M3795 8.14 
@ 10056 6 5” 34P6740 11.06 
@ 10057 Tr 5” 34P6741 11.72 
> CONTINUED > 
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ESD PACKAGING 
METAL-IN STATIC-SHIELDING BAG 1000 Series (CONT.) ZIPTOP RECLOSABLE STATIC-SHIELDING BAG 1000 SERIES (CONT.) 
Price per Price per 
Pkg. Pkg. 
Mfg. Part No. Height Width Stock No. i+ Mfg. Part No. Height Width Stock No. 1+ 
© 10058 8° 5° 39M3796 13.20 @ 3001014 14° 10" 39M3835 57.39 
© 10068 8" 6" 34P6749 13.18 © 3001115 15° ar 34P7520 54.94 
© 10078 8" T 34P6754 17.92 @ 3001216 16" 12" 34P7522 72.18 
© 10088 8" 8" 34P6757 23.05 © 3001218 18" 12" 39M3837 68.98 
© 100610 10° 6" 39M3797 15.87 © 3001818 18” 18” 39M3839 94.72 
© 100810 10° 8° 39M3798 21.97 © 3001824 24" 18" 39M3840 128.48 
@ 100711 11" a 34P6751 26.70 @ 3002024 24" 20" 34P7525 141.31 
© 100612 12" 6" 64M6597 19.92 @ 3002424 24" 24" 34P7526 228.80 
© 100812 12" 8° 39M3799 25.51 © 300430 30” 4" 39M3842 54.71 
@ 100912 12° 9 34P6758 26.09 @ 300630 30" 6" 39M3846 a 
@ 1001012 12? 10" 34P6715 34.43 PIM_90818 
© 1001212 12" 12" 34P6720 35.57 
@ 100614 14° 6" 34P6744 26.64 e 
@ 1001014 14° 10” 77R3899 35.96 coun CEMPONEN LH aleeS PROTEKTIVE PAK 
@ 1001114 14° i" 34P6719 35.62 © Ship or store ESD-sensitive circuit 
@ 1001214 14” 12" 34P6721 = boards or other components 
@ 100715 15” a 34P6752 34.90 : polieret eter items, 
@ 1001115 1s" i" 88M0333 34.15 © Static-dissapative foam laminated 
@ 100616 16” 6" 34P6745 24.45 to top, conductive crosslink black 
@ 1001016 16" 10" 34P6716 49.89 . oe 
@ 1001216 16" 12" 77R3900 47.05 Model Dimensions: 
oon . : eee 
@ 1001218 18” 12 39M3789 50.44 : ~ S716 x 2-118 x 1" 
@ 1001418 18” 14° 39M3790 58.56 Oe ee © 37005 -7 x 3-1/2x 1" 
© 1001518 18° 15” 08P0409 63.46 | Price Each" 
@ 1001818 18” 18” 34P6729 <5 Mfg. Part No. Height Width Depth Stock No. 1+ 
© 1001620 a 16" 34P6727 a 37003 3.43" 2.125" ” 24K1004 2.07 
© 100424 a F 39M3794 F108 37004 3.75" 3.75" T 24K1005 3.38 
© 100824 2a" 8 14P5185 0.46 37005 e cal id WEEE 3.93 
@ 1001024 24" 10" 08P4972 55.47 PIM_84354 
© 1001224 24" 12" 34P6722 68.91 
@ 1001624 24" 16” 88M0335, 78.18 STATIC-FREE CONDUCTIVE FOAM 
@ 1001824 24" 18” 77R3901 92.56 
@ 1002024 24" 20" 39M3791 108.84 
© 100426 26" ry 34P6737 a 
© 1001830 30” 18” 34P6731 154.50 
@ 1002430 30" 24" 77R3902 166.20 
© 1002436 36" 24" 34P6734 210.68 
PIM_90819 


ZIPTOP RECLOSABLE STATIC-SHIELDING BAG 1000 
SERIES 


@ Faraday cage shielding, durability, and i 
four layer structure f 

© Durability is enhanced by positioning 
the metal layer between polyester and 
polyethylene 

© ZipTop zipper is welded to the bag 
interior for reliability 

© Bags are printed with ESD Warning 
Symbol and date coded for QC 
traceability 

© Testable to industry standards 

@ ANSI/ESD S-20.20, ANSI/ESD S-541 

1000 Series ZipTop bags provide an 

alternative to folding your bags and 

securing them with a warning label. 

Quality-tested zipper material is used to 

provide zipper bags with high reliability. 

Sold in packages of 100. 


RoHS _ 
Compliant 
Available 


Price per 

Pkg. 

Mfg. Part No. Height Width Stock No. [+ 
© 30023 3 2" 56P5453 13.99 
© 30033 z 3 34P7527 17A1 
© 30035 5° 3 56P5454 16.03 
© 30046 6" iy 39M3843 18.17 
© 30058 8" 5" 39M3844 24.08 
© 30068 8° 6" 56P5457 26.98 
© 30088 8° 8° 34P7530 35.60 
© 300610 10° 6" 39M3845 27.09 
© 300810 10° 8" 39M3847 36.83 
© 300812 12” 8° 39M3848 34.92 
© 300912 12” 9" 34P7531 41.37 
© 3001012 12” 10" 39M3834 50.42 
© 3001212 12” 12” 34P7521 40.77 

> CONTINUED > 


@ Antistatic, low tribocharging 

@ Dissipative and corrosion resistant for long term 
storage 

High-density conductive foam is ideal for lead insertion packaging, providing ESD and physical protection to 

components leads. Material minimizes exposure to discharge and will conduct charges if grounded. Offers 

uniform protection that will not affect the solderability of device leads. Construction: polyurethane open cell, 


@ Volume and surface resistivity: 10E3 - 10E5 ohms 
@ Made in the U.S.A. 


carbon/acrylic impregnated. Size: 24 x 36”. Color: black. 
Price Each 
Mfg. Part No. Height Width Length Stock No. 1-24+ 
MC23781 0.25" 24" 36" 14N9046 = 
MC23782 0.375” 24” 36” 14N9047 = 
PIM_132360 
SCS HUMIDITY INDICATOR CARDS Sscs 
‘SoCs en HUMIDITY INDICATOR 


HumiShield™ 4HIC100 


Read at Lavender 


SCC Sanford, NC eS 
4HIC100 


© Mfg. part no. 4HIC100 complies with EIA 581, 
MIL-P-116, and MIL-I-8835: designed for dry 
packaging SMD's, color reference bar assists with 
accurate readings 

© Mfg. part no. 6HIC200 complies with EIA 581, 
MIL-P-116, and MIL-I-8835: used in a variety of dry 

© Mfg. part no. 51060HIC125 complies with IPC/ packaging application, this card monitors humidity 
JEDEC J-STD-033B standard levels across the widest range 


Humidity indicator cards are used as part of protective dry packaging for moisture sensitive devices with SCS 
moisture barrier bags, desiccant, and moisture labels;ordered separately; go online or call. Cards are printed 
with moisture sensitive spots, which respond to various levels of humidity with a visible color change from blue 


> CONTINUED > 


BAKE UNITS 
IF PINK 


BAKE UNITS 
IF PINK 


CHANGE 
DESICCANT 
IF PINK 


Discard if Circles Overrun 
Avoid Metal Contact 3 


51015HIC125 


© Mfg. part no. 3HIC125 complies with MS 20003-2, 
and MIL-P-116: popular for military applications, 
this card is approved for use by DOD, NATO, and 
governmental agencies for Method II packaging 

© Mfg. part no. 51015HIC125 complies with IPC/ 
JEDEC J-STD-033A standard 
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SCS HUMIDITY INDICATOR CARDS (CONT.) ESD TAPES (CONT.) 
to pink. Accuracy based on ambient temperature of 75°F. Meet JEDEC, EIA, and military standards and are lot Price Each 
traceable. When used inside vacuum-sealed moisture barrier bags, the interior humidity conditions are easily : I 
monitored. Sold in air-tight cans of quantities listed in table below. Mfg. Part No. Color Length Width Stock No. 1-49+ 
Pri Safety, Hazard Warning, Vinyl 
rice per 
Pkg. MC23785 Black, Yellow 108ft 3 14N9049 132.74 
Mfg. Part No. Stock No. 1+ PIM_89683 

4HIC100 39M5894 18.31 

51060HIC 125 SOM5895 21,08 ANTISTATIC SEALING TAPE 

3HIC125 39M5893 20.36 D E Ss Cc oO 

51015HIC125 78R7416 20.08 
PIM_91138 


ANTISTATIC TAPE AND DISPENSER 


© 


Utility Tape 40 


RoHS — 
Compliant 
Available 


Tape Dispenser 620 


Polymide Film Tape 5419 


SCS 40 printed and unprinted antistatic utility tape is perfect for use in static-sensitive areas. Transparent 
polyester film with acrylic adhesive is available clear (unprinted) or printed with black 3M™ logo and ESD 
protective symbol. Made with a proprietary technology, this tape generates extremely low levels of triboelectric 
charge when it is unwound from the roll and also when removed from most surfaces on which it is placed, 
making it an excellent choice for use near electronic components and assemblies. 
SCS 620 manual tape dispenser with sturdy base is designed for use in ESD protected areas and is suited 
for use in clean room areas too.Constructed of conductive and static dissipative materials that will minimize or 
eliminate problems associated with conventional dispensers. Ideal for use with 3M™ 40 and 42 antistatic tapes. 
SCS 5419 low-static polyimide film tape is a translucent gold-color, polyimide film-backed silicone adhesive tape 
with unique and extremely low electrostatic discharge properties. Used to mask printed circuit boards during the 
wave solder or solder dip process. 
Price Each 
Mfg. Part No. Color Length Width Stock No. 1-9+ 
Antistatic, Polyester Film 
@ 40PR (1/2"X36 YDS) Black 36yard 0.5” 71H6428 15.75 
@ 40PR (1/4"X72YDS) Black Tayard 0.25" 23H0615 15.28 
@ 40PR (1/2"X72YDS) Black Tayard 0.5” 05¢0024 30.97 
@ 40PR (3/4"X72YDS) Black T2yard 0.75” 88F6266 46.43 
@ 40PR (1"X72YDS) Black T2yard ? 09J9936 67.97 
@ 40 (1/2"X36YDS) Transparent 36yard 0.5” 83K9439 = 
@ 40 (1/2"X72YDS) Transparent T2yard 0.5” 29K7349 32.30 
@ 40 (3/4"X72YDS) Transparent T2yard 0.75” 29K7352 48.46 
@ 40 (1"X72YDS) Transparent T2yard 1" 83K9440 64.98 
Masking, Polyimide Film 
@ 5419 1/2” X 36 YD GOLD Gold 108ft 0.5” 83K9443 62.76 
@ 5419 3/4” X 36 YD Gold 108ft 0.75” 83K9445 94.14 
@ 5419 7/8” X 36 YD Gold 108ft 0.875" 29K7564 104.33 
PIM_88088 
Tape Gun 
Price Each 
Mfg. Part No. Stock No. i+ 
Tape Dispenser - with Base 
620-DISPENSER 83K9446 487.38 
PIM_5513128 
ee DURATOOL 
 - 
MC23799 
MC24587 MC23785 
Price Each 
Mfg. Part No. Color Length Width Stock No. 1-49+ 
Masking, Polyimide Film 
MC23799 Brown 108ft 0.5” 14N9063 9.98 
Masking, Rubber 
MC24587 Transparent 216ft ils 02P9685 na 
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Clear cellulose ESD tape for sealing containers, anti-static bags, holding DIP tubes and for other general ESD 


applications. Rubber-based, non-staining adhesive. Thickness: 2.4 mil (0.06mm). 
Price Each 
Mfg. Part No. Color Length Width StockNo. | 1+ 
ESD 
79204 Transparent 72yard 0.75" 69K5659 8.39 
ESD - with Symbols 
79210 Transparent 72yard 0.75" 68K1056 8.71 
79211 Transparent T2yard 1.0” 69K5663 10.80 
Packaging, Cellulose 
79200 Transparent 36yard 0.5” 69K5655 3.92 
79201 Transparent 36yard 0.75” 69K5656 5.35 
79203 Transparent 72yard 0.5” 69K5658 4.20 
PIM_100257 
STATIC AWARENESS LABELS 


scs 


ATTENTION Static-Sensitive 
Devices Label 


ATTENTION Contents 
Static-Sensitive Label 
Designed to alert personnel handling bags, boxes or other carriers that the contents are static-sensitive. Help 
prevent improper handling of static-sensitive components. Available in single-use (destructible) or reusable 
forms using the accepted industry static symbols: JEDEC-14 (Joint Electric Device Engineering Council) and 
MIL-STD-129M. Sold in roll quantites listed in table below. 


Price per 
Pkg. 
Mfg. Part No. Dimensions Color Qty Stock No. 1+ 

Warning, ATTENTION Contents Static Sensitive Handling Precautions Required Contents 


7102 46mmx64mmm Black on Yellow 500 46F7440 31.78 
Warning, Attention Observe Precautions For Handling Electrostatic Sensitive Devices 

7202 51mmx51mm. Black on Yellow 500 46F7442 30.24 

7201 102mmx102mm Black on Yellow 500 46F7441 31.09 


Warning, ATTENTION Static-Sensitive Devices Handle Only at Static-Safe Work Stations 
Reusable Do Not Destroy 


7101 46mmx64mmm 46F7439 


Black on Orange 500 32.64 


PIM_4609 


NATURAL HIGH-DENSITY POLYETHYLENE (HDPE) 
BOTTLES 
e 


Stainless steel, genuine Menda one-touch and take-along 
pumps 

@ Locking take-along pump (35702) will not leak when 
engaged - suitable for travel 

@ Patented one-handed operation frees operator’s hands 

© Bottles made of high-density polyethylene (HDPE) 

© Square bottle for stability and wide opening for easy 
refilling 

© Translucent 

@ Made In America 


MENDA 


— 
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ESD & STATIC CONTROL 


ESD PACKAGING 


NATURAL HIGH-DENSITY POLYETHYLENE (HDPE) BOTTLES (CONT.) 


Dispenser Price Each 

Mfg. Part No. Description Type Volume Stock No. 1+ 

35305 Pump Bottle 4fl.oz(US) 8108432 21.58 
35309 Pump Bottle 6fl.oz(US) 81C8434 21.59 
35312 ss Pump Bottle 8fl.oz(US) 81C8435 22.16 
35702 Locking take-along Pump Bottle 4fl.oz(US) 07J0893 32.67 
35396 Polyethylene Bottle Pump Bottle 4fl.oz(US) 55M8391 24.94 

PIM_79320 


STATIC-DISSIPATIVE BOTTLES 


D URATOOL 


® Static-Dissipative 2 oz. Flux Bottles: Available with 
26, 20 or 16 Gauge Needle 

© Static-Dissipative 6 oz. Solvent Containers: Stand- 
ard or Purity Pump, which Prevents Contamination 
by Stopping Fluid Return to Dispenser. Both 


® Static-Dissipative 32 oz. Sports Bottle: for Personal 
Consumption of Cold Beverages 

© Static-Dissipative 16 oz. Catch-All Bottle: Gener- 
al-Purpose Cup for Holding Small Items 

© Static-Dissipative 16 oz. Spray Bottle: ESD-Safe 


Stainless Steel with Airtight Check Values Bottle with Spray Pump 
© Static-Dissipative 8 oz. Water Bottle 
Regular plastic bottles produce a 10,000V charge, damaging sensitive components, while non-static generating 
dissipative bottles average 109 to 1010 O surface resistivity. Dissipate +5000V charge <2 sec. @ 40% relative 
humidity. 
Dispenser Price Each 
Mfg. Part No. Description Type Volume Stock No. 1-9+ 
1465 ‘ie Pump Bottle 5fl.oz(US) 10N688 17.03 
1466 ie Pump Bottle 6fl.oz(US) 10N689 24.30 
1470 aes Spray Bottle 16fl.0z(US) 10N693 15.90 
1462 its Squeeze Bottle 2fl.oz(US) 10N685 9.81 
1467 ss Squeeze Bottle 8fl.oz(US) 10N690 10.98 
1468 wee Squeeze Bottle 32fl.0z(US) 10N691 28.99 
1464 16 Gauge Needle Squeeze Bottle 2fl.oz(US) 10N687 9.81 
1463 20 Gauge Needle Squeeze Bottle 2fl.oz(US) 10N686 9.81 
PIM_19350 


ESD PROTECTIVE WORKSTATION ORGANIZERS 


MENDA 


35874 35878 


@ Extruded, conductive, high-impact polypropylene 
© Conductive 10E2 - 10E4 ohms per ANSI/ESD ® Chemical and moisture resistant 
$11.11 © Made in America 


Ideal for improving the appearance of ESD workstations and properly setting up and standardizing the 
placement of tools in any ESD work area. Constructed of extruded, conductive polypropylene Plastek™ material 
that provides reliable path-to-ground. These multiple compartment storage units are perfect for organizing 
various items, such as dispensing bottles, wash bottles, flux bottles, solder spools, cutters, tweezers, lotion, 
and much more. Color: black. 

Mfg. part no. 35874 ESD workstation organizer consists of six cells: three front row cells measure 21/2" x 3", 
three back row cells measure 3" x 3". The front of the organizer is cut low for quick and easy access to smaller 
items placed in the front cells. Overall size: 91/4"W x 558"D x 7"H. 
Mfg. part no. 35878 ESD workstation multi-compartment organizer assembly. Overall size: 11-1/4"W x 8-1/8"D 
x 2-3/8". 


© Superior strength and durability 


Price Each 
Mfg. Part No. Height Width Depth Stock No. 1+ 
35874 ie 9.25” 5.625” 12P6205 37:32 
PIM_177478 


@ Indicates RoHS Compliant | Find Datasheets Online 


DIGITAL STATIC FIELD METER AND IONIZATION 
TEST KIT 


DESCO 
C€ 


© Portable meter for testing of electrostatic fields @ +1000 volt charger mfg. part no. 19493 
© Durable dissipative housing design with membrane @ LED range finder 

switches © Hold button 
® Stainless steel conductive plate for static field @ NIST calibrated 

meter mfg. part no. 19493 @ Made in America 


Digital Static Field Meter is a high quality, portable non-contacting static field meter which consistently produces 
accurate readings with ease and provides years of trouble-free operation. lonization test kit mfg. part no. 19493 
allows mfg. part no. 19492 digital static field meter to be used to measure the offset voltage (balance) and 
charge decay of ionization equipment. The test kit also includes a charger used to place a +1000V charge on 
mfg. part no. 19498 conductive plate, making it possible to also measure the discharge times of air ionization 
equipment per ANSI/ESD SP3.3 Periodic Verification of Air lonizers. 
Mfg part no.19492 digital static field meter is designed to operate only with mfg. part no. 19493 ionization test 
kit. Digital static field meter includes a 9V alkaline battery, data output cord and cert. of calibration. lonization test 
kit also includes conductive plate and charger. 


Measuring Price Each 
Mfg. Part No. Range Accuracy Stock No. 1+ 
Static Meter 
19492 i 5% 11R6159 aes 
Field Meter lon Tester 
19493 -1.99kV/in to +19.99kV/in 5% 11R6160 ea 
PIM_196359 


ANALOG SURFACE RESISTANCE TEST KIT 


@ Analog compliance verification 
surface resistance checker 
® Automatic test range voltage 


selection per compliance verification 
ESD TR53 
@ LED illuminates when battery 
power is low 
© Test kit includes set of five pounds 
electrodes and leads 


© NIST calibrated 
@ Made in America 


Analog surface resistance test kit is a 
portable battery-powered instrument 
designed to measure resistance point- 
to-point (RTT) and surface to ground 
(RTG). The meter is equipped with an 
automatic test voltage selector. The 
test voltage will switch from 10V to 100V should the measured resistance exceed 10E5 ohms. Kit includes 
analog surface resistance meter, 9V alkaline battery, two shielded test leads and five pound electrodes, carrying 
case and cert. of calibration. 


Price Each 
Mfg. Part No. Stock No. 1+ 
19784 69R7109 825.15 


PIM_196360 


FMX-004 HAND-HELD ELECTROSTATIC 
FIELDMETER === 


SIMCO@) 


An ITW Company 


FMX-003 


FMX-004 

@ Lightweight, compact design 

@ Range light assures accurate and repeatable 
measurements 


@ Automatic range switching up to +30kV (30,000V) 
@ Digital and bar graph display with +/- indicators 
@ Automatic power off with inactivity 


The FMX-004 fieldmeter is a compact electrostatic fieldmeter used for locating and measuring static charges. Its 
pocket size and three-button operation makes it convenient and easy to use. 
Price Each 
Mfg. Part No. High Range Min High Range Max Stock No. 1+ 
LCD Display 
FMX-004 OV 30kV 54X7636 863.00 
PIM_74181 
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ESD TESTERS & MONITORS 


JEWEL® MINI MONITOR STATIC SENSOR AND AIR IONIZER TESTER (CONT.) 


@ Wave distortion technology continuously monitors for Price Each 
operator path to ground and presence of 1 Meg resistor 7 : F lleaata Sa 
e Sniiy ose HG p g : Mfg. Part No. High Range Min High Range Max Stock No. ike 
© Full-time status LEDs and audible alarm Display 
© Miniscule electrical current required to generate 718A OV 20kV 1800444 eG 
waveform ; . : LCD Display 
Small size unit 2.77” x 2.07” (7cm x 5cm) provides true 100% 
continuous monitoring, not pulsed current that’s off over 718 ov 20kV 18C0431 aad 
90% of time. Stand-by parking snap keeps unit from going PIM_ 65673 
into alarm when user disconnects cord . Wave distortion = 
technology provides real-time monitoring, pays for itself and 
ensures ESD protected workstation, reducing catastrophic WRIST STRAP AND FOOTWEAR RESISTANCE 
failures and latent defects. Miniscule electrical current required to generate waveform, no reported case of skin TESTERS SCs 
irritation. Two 10mm studs on bottom of unit permanently snap monitor flush on mat. Two 10mm push & clinch 
sockets included. 
Price Each 
Mfg. Part No. Stock No. 1+ 
LED Display 
19218 2673781 os 
PIM_75375 
FULL-TIME CONTINUOUS MONITOR E M IT 
© Test range of monitored circuit 500K 
- 10M ohms 
© Worksurface limit: Set to 10 
megohms 741 
; easerie: ae aa Mfg. part no. 740 SCS wrist strap and footwear resistance tester for static control wrist straps is simple to 
e Seen 75x 3 25? x 4.38" operate. Wall-mounted unit tests the wrist strap and cord while they are being worn and can also test each 
ele . i component independently to isolate an identified fault. Red and green LEDs give a clear “go” or “no go” 
The EMIT Full Time Continuous Monitor indication. Features four different resistance levels. A digital output allows the unit to interface with a computer, 
provides 100% monitoring of both the automatic door lock, alarm or other control devices. Wrist strap and footwear tester comes with an output 
operator and the worksurface. This connector, wall-mounting system and template, cover for the wrist strap plug-in jack, AC/DC transformer and 
unit provides continuous monitoring instructions. To test footwear, simply attach mfg. part no. 741 shoe electrode, ordered separately below. 
of: one user wearing a wrist strap, ESD - 
worksurface, Ground (50543 only). Price Each 
Mfg. Part No. Newark Description Stock No. the 
LED Display 
740 Tester 16F1764 _ 
Price Each Price Each 
Mfg. Part No. Stock No. 1+ Mfg. Part No. Description Stock No. 1+ 
LED Display 741 Shoe Electrode 16F1765 = 
50543 24W0912 = PIM_4622 
PIM_212534 
WRIST STRAP TESTER 
PRECISION ELECTROSTATIC LOCATOR METER & ecm 
ac_Staticide. 


@ Measures static charges instantly from 
0-30,000V 

© Designed for close and repetitive 
readings 

© Low drift, repeatability: +1% 

© Size: 4-3/8 x 2-5/8 x 1-5/16” 

Unique “quick-zero” function _ instantly 

rezeros the instrument and provides ground 

compensation for user. 


RoHS _ C E 
Compliant 
Available 


Wrist strap tester 746 provides periodic testing of wrist straps while the strap is being worn. Accepts both 
standard and shrouded (European) banana plugs. PASS/FAIL LED indicates if strap resistance is within 
acceptable limits, (7509KO to 10MO). Supplied with an AC adapter, a 9V lithium battery, and a wall mounting 
kit. CE compliant. 


Price Each 
Mfg. Part No. Newark Description Stock No. | 
LED Display 
746 Wrist Strap Tester 93B4477 eas 
PIM_4663 
Price Each 
Mfg. Part No. High Range Min High Range Max Stock No. 1+ COMBO TESTER X3 

Analogue Display 

@ ACL300B OV 30kV 95B4189 = 

PIM_49992 


STATIC SENSOR AND AIR IONIZER TESTER 


scs 
@CE 


19278 19279 
© Simultaneous testing of wrist strap* and foot wear © 30V test signal 
in up to 3 seconds @ Relay for use with automatic doors or other locking 
@ Black powder-coated stand systems 


© Split foot plate for testing foot grounders (or shoes) @ NIST calibrated 
© Solid state touch test button with no moving parts = @ Made in America 


Combo Tester X3 mfg. part nos. 19278 and 19279 simultaneously test an operator's wrist strap and footwear 


Static sensor is an easy-to-use, hand-held instrument designed to measure static voltages on objects and to determine that the wrist strap and/or foot wear will act as a path to ground; and it tests the presence of an 
surfaces arising from electrostatic buildups, and can help identify ESD trouble spots. Small size, lightweight, inline 1 Megohm resistor. The Combo Tester X3 is factory set to 750 kilohm - 10 megohm for wrist straps and 
conductive plastic housing. Membrane switches for Power, Range/Zero, and Hold functions. Digital, LCD display to 750 kilohm - 35 megohm for footwear. The Combo Tester X3 can be tailored to other ESD Control Plan 
updates quickly. Measurements are accurate to 5%. Meets military specification MIL-STD-45662. UL listed, CE requirements with DIP switches. If there is a failure It will also notify the operator if the circuit resistance is too 
compliant. Air ionizer test kit 718, when used in conjunction with mfg. part no. 718 static sensor can be used low or too high. Includes Combo Tester X3, dual foot plate, power adapter universal input (with US style plug), 
for periodic verification of air ionizer performance. Mfg. part no. 718A includes a charge plate and charger. plugs, and cert. of calibration. 
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ESD TESTERS & MONITORS 


COMBO TESTER X3 (CONT.) 
Price Each 
Mfg. Part No. Newark Description | Stock No. a 
LED Display 
19278 Combo Tester X3 33X1732 
19279 Combo Tester X3 with Stand 38X6159 
PIM_196358 


SCS - ELECTROSTATIC TESTER, LED, 33 MM, 94 MM 


scs 


WSMONITOR? PLUs 


Features 
® Cost effective and designed to monitor any 

conventional single wire wrist strap system 
@ Meets ANSI/ESD $20.20 in accordance with ESD 9VDC at 0.5A power output 

TR1.0-01-01 and ANSI/ESD STM3.1 © Operating temperature range from 5°C to 30°C 
@ Mat monitor switch allows the mat monitor circuit to @ Dimension is 33mm x 94mm x 76mm and weight 

be disabled when not in use is 0.14Kg 
The 770075 from SCS is a WSMONITOR2 Plus workstation monitor. It eliminates the need for periodic testing 
and uses a solid state capacitance design to continuously monitor the path to ground integrity of two operators 
and one conductive or dissipative work surface. This monitor features monitored operator 1, jack operator 1 
LED, mat LED operator 2 LED, monitored operator 2, jack 9VDC power jack, monitored mat jack, ground jack 
and mat monitor switch. The monitor will issue both audible and visual alarms when wrist straps or work surface 
fails. Its mounting tabs make it highly suitable to install underneath table tops and save work space. Anodized 
aluminium enclosure shields the monitor from noise emitted by fluorescent lighting. The monitor is calibrated 
with accepted procedures and standards traceable to National Institute of Standards and Technology. It works 
with standard electrical systems in North America, United Kingdom, Japan, Asia and Europe. 


© Can be used with single wire wrist straps 
© Operator test voltage is 3.5VDC at open circuit 
@ 1400VAC to 240VAC, 50Hz/60Hz power input, 


Price Each 
Mfg. Part No. Stock No. aa 
LED Display 
770075 11AC9445 i 
PIM_5703431 
COMBO TESTER 


© Supplied with stand and footplate 

The SCS Combo Tester verifies the functionality of 
an operator's wrist strap and footwear (footwear test 
requires foot plate). It determines if an operator's 
wrist strap and footwear will function correctly. A 
rocker switch allows the operator to select a wrist 
strap or footwear test. A green light indicates that the 
wrist strap or footwear is passing. Red and yellow 
lights plus an audible alarm indicate when the wrist 
strap or footwear is failing. If failure occurs, the tester 
will also display if the grounding device's resistance 
is too low or too high. 


Price Each 
Mfg. Part No. High Range Max Stock No. 1+ 
LED Display 
770031 4V 78Y8869 510.35 
PIM_5756018 


COMBOTESTER AND WSMONITORS 


scs 


& 


COMBOTESTER 


WSMONITOR2 
© Compatible with standard wrist straps 


@ Easy to use 
@ Visual and audible alarms 


Use SCC testers and monitors to confirm your compliance to ESD standards. Mfg. part no. COMBOTESTER 
combination wrist strap and footwear tester allows workers to test their own wrist straps, heel grounders or 
shoes. Results are immediate and easy to understand. A red light indicates high resistance and a yellow 
light indicates a resistance that is too low. A green “Pass” light and tone indicator indicate a resistance in the 
acceptable range. Acceptable range is 750k to 100 megohm for footwear. Includes control unit, stand pole, 
base, power adapter, battery, hardware, ground wire, instructions, and certificate. AC or battery powered with 
multiple connections for wrist straps. 


Price Each 
Mfg. Part No. Newark Description StockNo.| 1+ 
LED Display 
WSMONITOR3 | Constant Monitor, Single Wire, Two Wrist Straps and One Work | 34P6618 eee: 
Surface 
PIM_91143 


4] Find Datasheets Online 


@ Indicates RoHS Compliant 


COMBO TESTER AND ACCESSORIES 


@ Factory limits are set to 750 kilohms and 10 
megaohms for wrist straps and 750 kilohms and 
100 megaohms for footwear 

© Limits meet the required limits for compliance 
verification of ANSI/ESD $20.20 (wrist strap 
system < 3.5 x 101 and footwear < 1 x 10] ohms 


Verifies the functionality of an operator's wrist strap and footwear (footwear test requires foot plate). It determines 
if an operator's wrist strap and footwear will function correctly. A rocker switch allows the operator to select a 
wrist strap or footwear test. A green light indicates that the wrist strap or footwear is passing. Red and yellow 
lights plus an audible alarm indicate when the wrist strap or footwear is failing. If failure occurs, the tester will 
also display if the grounding device's resistance is too low or too high. 


tested per ESD TR53 

© Can be powered by 9V battery 

@ Warning light signals when power is too lower and 
affecting test results 

© Pre calibrated 


Price Each 
Mfg. Part No. Newark Description Stock No. 1+ 
LED Display 
19280 Combo Tester 93X6343 313.78 
19283 Combo Tester with Foot Plate 93X6345 416.31 
PIM_5465472 
EM EYE - ESD EVENT METER 


: RoHS 
—————_ Compliant 
_ Available 
@®. 


Vo 


Touch Screen and Color LCD Display 
Easy to Use...Quick to Navigate 
@ miniSD™ memory card slot for data logging 
capability 
@ Audio indicators with volume control 
@ Convenient headphone jack 
@ Remote or local antenna selection 


The Power of a Benchtop Meter in Your Pocket 

© Compact, hand-held meter for ESD event, EMI 
field and RF signal detection and measurement 

@ Modular construction expands to different applica- 
tions by using interchangeable sensor modules 

@ Touch screen and color LCD display 


CTM048 series EM Eye Meter is one of the smallest, most versatile instruments for measuring electro- 
magnetic (EM) fields, radio frequency (RF) signals and electro-static discharge (ESD) events determined by 
the sensor module connected to the meter. Key functions include: ESD event detector, electromagnetic field 
(EMF) meter, power density meter, effective isotropically radiated power (EIRP) meter and radio frequency (RF) 
meter. Technicians can expand their instrumentation capabilities by connecting a different sensor module to the 
meter — it's less expensive than purchasing a completely new instrument. Order additional sensor modules 
separately below. The EM Eye Meter supports data logging by using a miniSD™ memory card and exports to 
an Excel® spreadsheet. Having data at hand enables quick analysis and with the EM Eye Meter, problems can 
be measured and solutions developed quickly on the spot. Lightweight, only 9.75 oz. Dimensions: 2.6” W x 1.3” 
D x 4.2” L. Each meter includes sensor module (indicated in table below), local directional antenna, memory 
card, AC power supply/battery charge, users guide, and one-year manufacturer's limited warranty. UL listed, 
CE compliant. 


Price Each 

Mfg. Part No. Stock No. 1+ 

EM Eye Meter with ESD Sensor 

@ CTM048-21 34R2850 4404.46 
For Use Price Each 

Mfg. Part No. Type With Stock No. 1+ 
CTC021 ESD Sensor SCS EM Eye Meters 34R2847 965.33 
CTC028 EMI Sensor SCS EM Eye Meter 34R2848 868.80 

@ CTC029 RF Sensor SCS EM Eye Meter 34R2849 any 
PIM_159807 


UNIVERSAL SNAP MOUNTING KIT 


DESCO 
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UNIVERSAL SNAP MOUNTING KIT (CONT.) 


Features: Screw, Short Screw, and Ground Label 
@ Recommended for Homogeneous and 2 Layer @ ESD Ground for Mats 

Mats @ Includes Required Common Point Ground Symbol 
@ Kit Includes a 10mm Stud, 10mm Socket, Long 

Price Each 
Mfg. Part No. Description Stock No. 1+ 

09864 Universal Snap Mounting Kit 50H8162 4.02 

PIM_75445 


STATFREE T2 DISSIPATIVE DUAL-LAYER RUBBER 
WORKSURFACE MATS AND ROLLS DESCO 


Lead-Free Workstation 


Statfree T21 Dual Layer Rubber Mats and Rolls 


@ Ideal for soldering and assembly areas 
@ 10E6-10E8 Dissipative top with conductive bottom 
layer (Ref. ESD $4.1 and $20.20) 


Lead-Free Green Mats and Rolls 
© Conductive properties warranted for life of product 


© 100% premium nitrile butadiene rubber 
© Superior heat-, chemical-, and wear-resistance 


Statfree T2™ worksurface mats and rolls are available in other sizes and colors; go online or call. Green mats 
and rolls are lead free and laser engraved with “Lead-Free Workstation” to clearly identify the workstation as 
a Lead-Free work area. 
Statfree T2™ worksurface mats come complete with mfg. part no. 14213 common ground point kit that consists 
of one 09826 common point ground (1 megohm resistor, 15’ ground cord) and one universal 10mm stud snap kit. 
Price Each 
Mfg. Part No. Color Length Width Thickness Stock No. i+ 
Dual Layer Rubber Mat 
66045 Blue 24" 48” 0.06” 49H6829 Bas 
66057 Green 36 36" 0.06” 24K0880 es 
66058 Green 481 48" 0.06” 24K0881 pas 
Dual Layer Rubber Mat, Dark Grey 
66050 Grey 36 24” 0.06” 49H6830 eas 
66055 Grey 481 48” 0.06” 49H6832 = 
Dual Layer Rubber Roll 
66070 Blue 40 24” 0.06” 49H6836 aes 
66110 Blue 40 30” 0.06” 49H6848 ee 
66075 Blue 40) 36” 0.06” 49H6837 = 
66120 Green 241 24” 0.06” 24K0882 es 
Dual Layer Rubber Roll, Dark Blue 
66106 Blue 401 30” 0.06” 49H6847 = 
66086 Blue 40) 36” 0.06” 49H6841 = 
Dual Layer Rubber Roll, Dark Grey 
66085 Grey 401 36” 0.06” 49H6840 = 
PIM_75372 


STATFREE B2 DUAL LAYER VINYLESD BENCH MAT FS ES COC) 


Statfree B2™ meets the worksurface required limits of ANSI/ESD $20.20 of < 1 x 10E9 ohms. Statfree B2™ 
is designed for the dissipative dark blue side to be used as the top working surface meeting the upper limit 
requirement of ANSI/ESD $20.20 and lower limit recommendation of ANSI/ESD $4.1. The black side of Statfree 
B2™ jis more conductive and provides a reliable path to ground which makes it compatible with continuous or 
constant monitors. Mat top kit includes benchmat and mfg. part no. 14213 common point ground kit. 


Price Each 
Mfg. Part No. Color Length Width Thickness Stock No. 1+ 
66161 Blue 50ft 30" 0.06" 12P4358 as 
PIM_194910 


ESD BENCHTOP GROUNDING KITS 
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ESD & STATIC CONTROL 
FLOOR & WORK AREA SURFACES 


ESD BENCHTOP GROUNDING KITS (CONT.) 


All Kits Include: molded banana plug 
@ Dual-layer rubber mat — available in 2’ x 4’ @ 15° black ground cord with 10mm male stud snap, 
® Adjustable elastic wrist strap with 4mm male 1megohm resistor, ring terminal 
stud snap © One Universal 10mm snap kit 

® 6 retractile coil cord with 4mm socket snap, 

These static control grounding kits include everything needed to install an ESD-safe work area. Mfg. part 
nos. MC35758 and MC35759 benchtop mat grounding kits include a soft elastic wrist strap that has silver 
impregnated polypropylene on the inside for reliable removal of static charge. 


Price per 
Kit 
Mfg. Part No. Description Stock No. 1-9+ 
MC35759 Blue Mat 83R0276 208.77 
MC35758 Grey Mat 83R0275 204.15 
PIM_142329 
ESD BENCH MATS Tat 


RoHS — 
Compliant 
Available 


ESD Bench Mat ESD Bench Mat w/ Grounding Cord 
ESD Bench Mat - 2 Layer © Surface layer is 1.25mm thick static-dissipative 
@ 2mm thick double-layer structure layer 


© Surface layer is 0.5mm thick static-dissipative layer @ Middle layer is 0.5mm thick conductive layer 

© Bottom layer is 1.5mm thick conductive layer © Bottom layer is 1.25mm thick static-dissipative 
ESD Bench Mat - 3 Layer layer 

© 3mm thick double-layer structure 


Price Each 
Mfg. Part No. Color Length | Width Thickness | StockNo. |  1-4+ 

@ MC36347 Blue 3ft 2 2mm 2773780 57.04 
@ MC36348 Blue 4ft 2 2mm 2773781 78.58 
@ MC36352 Blue 4ft 2 3mm 2773785 84.00 
@ MC36349 Blue 40ft 2 2mm 2773782 ae 

@ MC36340 Green 3ft 2 2mm 2773773 wes 

@ MC36341 Green 4ft 2 2mm 2773774 65.88 
@ MC36350 Green 4ft 2 3mm 2773783 84.00 
@ MC36343 Green 4ft 25 2mm 2773776 79.05 
@ MC36342 Green 5ft 2 2mm 2773775 73.78 
@ MC36344 Green 50ft 2.5ft 2mm 2773777 837.17 
@ MC36345 Grey 3ft 2 2mm 2773778 57.04 
@ MC36346 Grey 4ft 2 2mm 2773779 78.58 
@ MC36351 Grey 4ft 2 3mm 2773784 84.00 
PIM_192419 


STATIC DISSIPATIVE RUBBER MATS AND RUNNERS 
6800 SERIES 


@ *Resistance: 


@ Surface to Ground (RTG) < 108 ohms 
@ Surface to Surface (RTT) < 109 ohms 


© Material: nitrile 
@ Thickness: 0.065 in. (1.7 mm) 
@ Hardness: 65 Shore A 


© Width: + .25 in. © *Tested per ESD Association Standard $4.1. 
6800 series matting is a dual layer rubber mat featuring a smooth finish. 6800 series mat is available in blue/ 
black and grey/black colors with standard sizes in 2 feet, 3 feet and 4 feet widths and 50 feet lengths. The 6800 
series mats are also available as 2 x 4 ft. cut mats in blue/black and grey/black, including snaps only (6810 
& 6811). 
Price Each 
Mfg. Part No. Color Length Width Thickness Stock No. 1+ 
Dissipative Table Mat 
6811 Blue 4ft 2ft 1.7mm 62W4293 _ 
6810 Grey 4ft 2ft 1.7mm 62W4292 = 
Dissipative Table Runner 
6841 Blue 50ft 2ft 1.7mm 61W8511 Ee 
6840 Grey 50ft 2ft 1.7mm 62W4294 ES 
6870 Grey 50ft 4ft 1.7mm 62W4297 863.07 


PIM_209289 
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ESD & STATIC CONTROL 
FLOOR & WORK AREA SURFACE 


STATIC CONTROL FIELD SERVICE KIT 


© 0.018 in. (0.46 mm) red laminated dissipate vinyl 

@ Antistatic, low tribocharging, portable, protective 
worksurface with two ground snaps 

@ 15’ long common point ground cord 

@ Provided with 1 megohm resistance between mat 
and ground and banana jacks for two wrist straps 

@ Large threaded grounding clip 

© Construction is a supported laminate for added 
tear strength 

@ Holds up longer in demanding and rough “Field 
Service” environment 

@ Adjustable wrist strap included 

@ Everything needed is provided 

@ Ground cord threaded end designed to fit ground 
jack AC outlet 

© Canvas carrying pouch 

@ Easy to store and transport service kit 

@ Made in America 


Price Each 
Mfg. Part No. Description Stock No. | 14+ 
MC23796 Field Service Kit 14N9060 177.66 
PIM_132363 


PORTABLE FIELD SERVICE GROUNDING KITS 


scs 


© 


@ Indicates RoHS Compliant | Find Datasheets Online 


STATIC-DISSIPATIVE TABLE AND FLOOR MATS AND 
RUNNERS 


scs 


Static-Dissipative Rubber Table Mat 


Static-Dissipative Vinyl Three-Layer Floor Mats 


8200 Series - Contents: 

© 8203 - Dissipative Floor Mat Kit, 6ft - Includes one 
15ft (4.6m) SCS Ground Cord 3040 & two SCS 
Snap Fasteners 3050, installed 

© 8211/8223/8224 - Includes one SCS Wrist Strap 
Grounding System 3048 & two Snap Fasteners 
3050, installed 

© 8261/8263/8264 - Includes two 15ft (4.6m) SCS 
Ground Cords 3040 & two Snap Fasteners 3050, 
not installed 

8800 Series - Contents: 

© 8810/8811/8830/8831 - Include two SCS Snap 

Dissipative Vinyl Three-Layer Mats & Rolls - 8200 Series 

Soft table & floor mats with a three-layer construction. The top layer is durable static dissipative vinyl, which 

has sufficiently low resistance to discharge static-laden conductors, yet will help prevent the shorting of pins on 

the backs of printed circuit boards laid on the mat. The middle layer is a highly-conductive scrim that provides 

the main discharge path-to-ground, and the bottom layer is static-dissipative foam, providing a durable non-skid 

cushion. Non-standard sizes are available on a custom order basis. 

Dissipative Rubber Mats & Rolls (Premium Performance) - 8800 Series 

Consisting of a top layer of static dissipative rubber laminated to a bottom layer of conductive rubber. Both 

layers are made from vulcanized synthetic rubber, which offers excellent resistance to oil, grease & most 

common solvents. They offer superior resistance to heat & hot solder as compared to vinyl or olefinic materials. 

Compatible with constant monitors. 


Fasteners 3034 (installed) and one SCS Wrist 
Strap Grounding System 3048 

© 8840/8841/8860/8861 - Include two 15 ft. (4.6 
m) SCS Ground Cords 3040 and five SCS Snap 
Fasteners 3034 to be installed by the user 

© 8870/8871 - Include one 15 ft. (4.6 m) SCS 
Ground Cord 3040 and two SCS Snap Fasteners 
3034 (installed) 

© 88A0/88A1 - Include two SCS Snap Fasteners 
3034 (installed) and one SCS Wrist Strap Ground- 
ing System 3048 


Price Each 
Mfg. Part No. Color Length Width Thickness Stock No. 1+ 
Kit Contents: a ; Alligator Clip & Wristband ; Rubber Floor Mat 
@ 8505 - Static-Dissipative Work Surface, Wristband, @ 8507 - 22x24” Dissipative Mat with 2x Pockets, 725 
Extension, Wrist-Strap & Work Surface Ground Wrist Strap Monitor, 2368 Dual Conductor Fabric 8871 | Blue 6ft 4 | 0.065” 66F9509 _ 
Cord, Alligator Clip Wrist Strap, 2370 10ft Dual Conductor Coil Cord 8870 Grey 6 4 0.065” 66F9508 a 
@ 8501 - 22x24” Red Work Surface, Ground Cord, ; ; ; Rubber Table Mat 
These portable grounding kits provide all the basic items needed to create a static-safe work environment for 
field service work. All kits contain adjustable wrist band, ground cords, and a static-dissipative work surface. 88A1 Blue ft 2 1.7mm 93K6239 = 
Static dissipative grounding kit 8501 is portable and compact. Mfg. part no. 8505 kit is lightweight and, when 8811 Blue ft 2 0.065” 66F9501 nn 
ee ee, oo Bue [at [ ok [ome [azenore_[ = 
static-protected working environment as that enjoyed by workers in a manufacturing facility. 88A0 Grey sft 2 1.7mm 93K6238 = 
Price Each 8810 Grey 4ft 2 0.065” 66F9500 Ee 
Mfg. Part No. Stock No. cn 8830 Grey 4ft 3 0.065" 93B0292 ean 
8505 95F2864 = Rubber Table Roll 
8501 46F7444 99.40 8841 Blue 24 2 0.065” 66F9505 = 
8507 90B4103 208.85 8861 Blue 24 3 0.065” 82H1043 = 
PIM_ 4660 RM30600L2RBL Blue 50 25 0.06” 34P6252 — 
= RM36600L2RBL Blue 50 3 0.06” 34P6254 os 
STATFREE DPL PLUS DIAMOND PLATEESD FLOR HESCO as a = : Ce = 
MATS AND RUNNERS rey 24 3 0.065' 7109304 eee 
Rubber Table Roll - No Hardware 
8801 Blue 40' 2 1.7mm 93K6243 Ss 
8821 Blue 40 750mm 1.7mm 66F9503 91.29 
8800 Grey 40 2 1.7mm 93K6242 os 
8850 Grey 40i 3 0.065” 66F9506 —_ 
@ Anti-fatigue, conductive look while providing traction bo 
@ Embossed diamond plate surface offers high-tech 8224 Blue 3tt 2 3.5mm 93K6234 aes 
Statfree DPL Plus™ homogeneous vinyl conductive material laminated to double-thick rubber foam base 8211 Brown 4 2 0.138" 46F7458 68.73 
provides anti-fatigue properties. Diamond plate surface supplies traction in wet areas and abrasion resistance Vinyl Table Roll 
et plone ESD aerate aean, Nor furitiy deperence alone ooeidert ekercal perfomance.” «22 oe som (Ese ee 
Statfree DPL Plus™ meets the technical range recommended in ANSI/ESD $20.20 for ESD Floor < 1 x 10E9 TM24600L3BL Blue 50} 0.125" 04P1738 681.61 
ohms tested per ANSI/ESD S7.1. TM30600L3BL Blue 50! 25 0.125" 34P6454 912.35 
Price Each TM36600L3BL Blue 50 3mm 0.125” 34P6457 1009.92 
Mfg. Part No. Color Length Width Thickness Stock No. 1+ 8261 Brown 241 0.138” 50B186 394.93 
40980 Black 48” 36” 0.45” 51M0856 = 8263 Grey 24 0.138” 26H0168 394.93 
40981 Black 60" 36” 0.45" 48M1444 = Vinyl Table Roll - No Hardware 
40982 Black 60ft 36” 0.45” 32M0593 = 8234 Blue 50 a 3.5mm 93K6235 742.58 
PIM_84349 8244 Blue 501 2.5 3.5mm 93K6236 1177.40 
8274 Blue 50 3 3.5mm 93K6237 1325.31 
8281 Brown 40i 2 0.138” 09J2371 —_ 
8243 Grey 50 25 0.138” 46M2684 1186.23 
PIM_4661 
Kits 
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FLOOR & WORK AREA SURFACES 


Kits (CONT.) CHARGEBUSTER OVERHEAD IONIZERS (CONT.) 
Price Each Supply Price Each 
Mfg. Part No. Description Stock No. 1+ Voltage 
8214 | 2x4ft Blue Table Mat, 2x Snap Fasteners (installed), 1x Wrist Strap | 90F2070 | 109.85 Mfg. Part No. Type ue StockING: ue 
Grounding System 60640 Overhead 120V 08R2388 1010.93 
8213 2x4ft Gray Table Mat, 2x Snap Fasteners (installed), 1x Wrist Strap | 90F2069 | 109.85 60473 Overhead 120V 88M1061 1197.59 
Grounding System PIM. 177484 
8201 4x6ft Brown Floor Mat, 15ft Ground Cord, 2x Snap Fasteners | 46F7456 ee: - 
installed 
PIM_5513110 2-FAN AND 3-FAN OVERHEAD IONIZER E M IT 


REZTORE™ ANTISTATIC SURFACE AND MAT 


CLEANER 

© 14 quart trigger spray bottle of liquid mfg. part no. 
10438 

© Does not contain silicone or other substances that will 
leave an insulative residue on surfaces 

© No alkali, ammonia, other harsh chemicals; common to 
many surface cleaners 

© Contains no dyes or oloring Agents 


DESCO 


Features and Benefits: @ Up to 124 units can be daisy-chained into one 


© Can be refilled with cl 25 aall be-bag-in-b © Overhead installation for versatile and stable serial port 
al een Neh eae mene See ionization system © Mfg. part no. 50664 dimensions: 3.50H x 6.50W 
© Made in the USA © Three levels of air veloci x 27.00L” 
@ Hand-held remote control © Mfg. part no. 50665 dimensions: 3.50H x 6.50W 
10435 © User programmable maintenance and alarm levels x 42.00L” 
Dispensing Price Each © Removable fan modules 
Mfg. Part No. Volume Method Stock No. 1+ Supply Price Each 
Voltage 
10435 1quart(US) Spray Bottle 49H6801 = Mfg. Part No. Type VAC Stock No. ie 
ane 2-5gallon(US) as cea sa 50664 Overhead T15V 96H6150 = 
PIM_75370 50665 Overhead 115V 96H6151 1763.31 
PIM_84462 


CHARGEBUSTER JR. H/O IONIZER 

Features and Benefits: 

© Compact Auto-Balanced 60-77 CFM Adjustable Output 
Air Flow 

e Patented Emitter Replacement Cassettes and Remov- 

able Back Grill 

Active Balancing System with Audible and Visual Alarm 

Stainless Steel Housing 

Multi-Mount Stainless Steel Stand 

Grounding jack 

Made in America 


Compact auto-balanced 60-77 CFM adjustable output 
airflow unit features efficient design that minimizes bench 
top space while maximizing neutralization efficiency and 
overall performance (less than 2 sec discharge time at 12” 
and +15V offset). Patented emitter replacement cassettes and removable back grill allow cleaning away from 
workstation and for emitter pins to be replaced with minimal downtime. Active balancing system with audible 
and visual alarm continually adjusts voltage output for optimal performance and automatically alarms when 
maintenance is needed or unit is not operating correctly. Stainless steel housing minimizes foreign objects 
debris, corrosion, and other contamination. Multi-mount stainless steel stand. Grounding jack for operator 
grounding or other grounding requirements. 


DESCO 
Gs 


Verve 


Supply Price Each 
Voltage 
Mfg. Part No. Type VAC Stock No. 1+ 
60500 Benchtop 120V 61H6319 = 
PIM_84402 


CHARGEBUSTER OVERHEAD IONIZERS 


DESCO 
Saxe 
_ <> 


Sis 


60640 
downtime 

@ Made in America 

Features and Benefits (60473): 

@ Replaceable emitter pins - Field replaceable 
emitter pins allow for minimal downtime 

© Powder coated steel chassis 

@ lon emission - Steady-state DC with sense 
feedback 

© PIM_5520619 


Features and Benefits (60640): 

© Two 3-blade fans with steady-state DC ionization 
for 2'x4’ coverage area 

@ Auto-Feedback System — automatic shut-down 
with audible and tri-color LED alarms 

@ 120/220 VAC input voltage selectable 

@ Air volume: 100-200cfm 

@ lonization performance is consistent at all three fan 
speeds (Low, Medium, High) 

@ Field replaceable emitter pins allow for minimal 

Mfg. part no. 60640 Chargebuster® is a steady-state DC overhead ionizer designed to cover a 2 foot by 4 

foot ESD sensitive work area. The specially designed 3-speed fan modules create better coverage, consistent 

offset voltage (+10V), and superior discharge times (<3 seconds) tested per ANSI/ESD STM 3.1. Equipped with 

a auto-feedback system, that continually optimizes the unit's performance and will automatically shut down the 

ionizer and alarm iffwhen the supply voltage drops. Can be used with 110V or 220V power sources. AC line 

power, 120VAC, 50/60Hz, but can be changed internally to 220V. Durable white, powder-coated steel housing. 

Overall size: 3.5H x 6.5W x 24”L. Chargebuster® overhead ionizer comes complete with hanging kit, power 

cord, three emitter point cleaners and certificate of calibration. 

Mfg. part no. 60473 is a steady state DC Overhead lonizer designed to cover 2 foot by 5 foot for use in 

ESD sensitive work. The specially designed 3-speed fan modules create better coverage, consistent offset 

voltage (+10V) and superior discharge times (<3 seconds) tested per ANSI/ESD STM 3.1. The Chargebuster® 

overhead ionizer is equipped with an auto-feedback system that continuously optimizes the performance and 

will automatically shut down and alarm should the supply voltage drop. Compatible ionizer motion sensor 

activates an ionizer when an operator is present and deactivates when the workstation is vacant to conserve 

energy and reduce ionizer maintenance. 
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BENCHTOP AIR IONIZERS 


RoHS. 
Compliant 
Available 


Mini Air lonizer 


Benchtop Air lonizer 


Mfg. part no. 960 versatile, mini-size air ionizer is ideal for small, confined spaces. Generates a well-balanced 
flow of ionized air particles, which neutralizes any stray electrostatic buildup. Perfect inside OEM equipment, 
on ESD workstations, and in or around electronic equipment. Comes complete with mounting bracket and a 
3’ modular telephone plug cable assembly to connect it to mfg. part no. 960X/980X wall transformer power 
supply, ordered separately below. Input power: 24VAC, 5.5W supplied by the wall transformer power supply 
that can handle for up to four mini ionizers. Size: 4.5H x 3.3W x 2’D (including bracket). UL listed, CE compliant. 


Supply Price Each 
Voltage 
Mfg. Part No. Type VAC Stock No. i+ 
960 Benchtop 24V 95B9131 506.51 
@ 963E Benchtop 110V 98P0364 595.98 
Price per 
Pkg. 
Mfg. Part No. Description Stock No. 1-1- 
960X/980X Power Supply, Wall Transformer, 24V, 1A 95B3900 130.41 
PIM_49175 


ENDSTAT 2020 PORTABLE IONIZING AIR BLOWER 


4 
0 


SIMCO@ 


An ITW Company 


End: 
Enistat 2020 


piss 


© Built-in ion emitter cleaner 
© Multi-position tilt stand 
@ Power rated: 120VAC, 60Hz 


@ Small and portable 

@ Easy to install and operate 

© lon balance (offset voltage): 0+/-15V nom. 

@ Two speed fan — Low 50 CFM, High 100 CFM 
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ESD & STATIC CONTROL 


ENDSTAT 2020 PORTABLE lONIZING AIR BLOWER (CONT. 


Endstat® 2020 portable ionizing air blower (ionizer) provides economical protection nd control of electrostatic 
charges over a targeted work surface area. When used with sensitive electronic components, the Endstat® 
2020 helps to eliminate damaging ESD events. When used in manufacturing, the Endstat® 2020 reduces or 
eliminates troublesome electrostatic attraction (ESA). Designed with a two speed fan to produce airflow enriched 
with positive and negative air ions that act as charge carriers, neutralizing work surfaces from the destructive 
effects of ESD. Durable, electrically-grounded metal enclosure with enameled finish and non-conductive, non- 


staining polymer feet. Weighs just 7-Ibs. Dimensions: 5.7"W x 8.2”H x3.7”D. 
Supply Price Each 
Voltage 
Mfg. Part No. Type VAC Stock No. 1+ 
4012304 Benchtop 120V 35R2839 = 
PIM_161810 
ScorplON3 IONIZING BARS 


SIMCO@) 


‘An ITW Company 


@ Class 1 Compatibility @ Easy mounting to any HEPA/ULPA T-grid system 

@ Aerodynamic shape to minimize air turbulence @ Universal 100-240VAC input 

Mfg. Part No. ScorplON3 controls electrostatic charge in flow hoods, mini-environments, front-end 
semiconductor tools, and other cleanroom processes. The ScorplON3 can operate individually or multiple bars 
can be connected using RJ-45 modular connectors and wiring. Individual bars come in standard lengths and 
can be operated in either steady-state or pulse DC mode, and feature class 1 field replaceable electrodes. Input 
power (24VDC, 200mA per bar) is supplied by a universal 100-240V input, (IEC320), order separately below. 


Price Each 
Mfg. Part No. Stock No. 1+ 
lonization Bar - 18” - 9V 
4011546 72M5227 a 
lonization Bar - 24” - 9V 
4011547 72M5228 es 
lonization Bar - 36” - 9V 
4011548 72M5229 eee 
lonization Bar - 44” - 9V 
4011549 72M5230 ae 
lonization Bar - 64” - 9V 
4011550 72M5231 ae 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
5051328 Power Supply Kit, 120V/230V, 60Hz/50Hz 21M3230 eas 
PIM_113095 


MINION2™ IONIZING AIR BLOWER 


SIMCO@) 


MinlON2 Shown in 5051441 Stand 


© Power and fault indicators 
@ 24VDC input 


4011424 MinlON2 


Features: 

© Compact design — perfect for benchtop 
© Covers 1’x 4’ area @ Modular wiring system allows for “daisy chaining” 
@ Self-Balancing to +10V up to 3 units via RJ-11 


MinION2™ ionizing air blower is designed to control electrostatic charges in sensitive electronics assembly 
and automated tool applications requiring stable operation with fast discharge time performance. MinlON2™ 
incorporates Simco's steady-state DC corona ion technology with patented radial ion emitter design for 
enhanced performance. Unique geometry and airflow control (21 to 42 CFM) meets the demands of electronics 
and critical assembly applications. Hardwiring of power can be accommodated by use of a terminal block 
located on back of blower. The terminal block also features a relay contact output of the fault signal to enable 
remote monitoring. Discharge time 1000V - 100V less than 2 seconds. Two-position ON-OFF switch. Recessed 
potentiometer controls fan speed. Weight: 1.1 Ibs. Size: 3-7/8W x 5-3/8H x 2-3/8D *. 
Mfg. part no. 5051441 clamp-on, articulated spring-arm stand is available for applications requiring an elevated 
position or to save work surface space; order separately below. 


Supply Price Each 
Voltage 
Mfg. Part No. Type VAC Stock No. 1+ 
24 VDC Power Supply 
4011425 Benchtop 120V 45M7492 639.00 
No DC Power Supply 
4011424 Benchtop 45M7491 560.00 
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MINION2™ IONIZING AIR BLOWER (CONT.) 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
6051141 Articulated Arm Kit 08H0356 185.00 
PIM_74180 


TOP GUN™ IONIZING AIR GUN 


Electronically Balanced to +15V 

Operates on Compressed Air or Nitrogen 
Adjustable Airflow Control (5 to 100psi) 

0.01 Micron Filter at Gun Exit Provides Clean Air 
® UL Listed 
SIMCO’'s Top Gun™ is a high-performance ionizing 
air gun for electronics manufacturing and clean 
room applications. Balanced to +15V, the Top Gun™ 
features high blow-off force of up to 100psi to provide 
efficient cleaning and rapid static charge decay. 
The gun body is static dissipative, lightweight (less 
than 7 oz.) but durable, and features a light-touch 
trigger. All control functions are built into the gun 
for easy operator use: airflow control, ion balance 
adjustment, and a 2-level LED to indicate both power 
and ionization. The Top Gun™ operates on 120VAC. 


SIMCO@) 


An ITW Company 


@ 


Price Each 
Mfg. Part No. Stock No. 1+ 
Top Gun™ 
4005105-01 08H0346 1223.00 
Price per 
Pkg. 
Mfg. Part No. Description Stock No. 1+ 
5050696 Air Filter - for Static Control Gun 08H0355 86.00 
PIM_74178 


Top Gun™ Sidekick 


SIMCOG@) 


An ITW Company 


Features: and increases productivity 

® Lightweight, ergonomic design © Airflow use that meets the specific application 
© Flow control valve for adjustable air flow requirements 

® Electrically-balanced ion output ® Protective ESD sensitive components and 

© Integrated, replaceable filter-nozzle assemblies 


@ lonization indicator light @ Ensures air contacting the target area is clean 
Benefits: @ Eliminates the guesswork of ionization at target 

@ Maximum user comfort prevents operator fatigue area 

Simco-lons Top Gun lonizing Air Gun is a high-performance ionizing air gun designed for a wide variety of 
electronic manufacturing, medical & assembly applications. Balanced to 0+15V, the Top Gun features high 
blow-off force and low air consumption providing high efficiency cleaning and maximum statis charge decay. A 
filter at the exit of the gun ensures that the air is clean. 

The gun body is lightweight but durable. It features a light-touch trigger, making it comfortable even for extended 


use. All functionality is built in to the gun, including a flow control valve, a balance adjustment for calibration, 
and a two-level LED which indicates both power and ionization. Both the gun and cable are static dissipative, a 
hanger is also provided for easy mounting. 
Supply Price Each 
Voltage 
Mfg. Part No. Type VAC Stock No. 1+ 
4006992-01 Benchtop 120V 11J6671 1242.00 
Price per 
Pkg. 
Mfg. Part No. Description Stock No. 1+ 
5050696 Air Filter - for Static Control Gun 08H0355 86.00 
PIM_5520788 


AIR FORCE IONIZING AIR GUN 


SIMCO@) 


An ITW Company 
(),s 
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AIR FORCE IONIZING AIR GUN (CONT.) AEROSTAT GUARDIAN OVERHEAD IONIZING AIR 


SIMCO@) 


@ Small ergonomic gun design © Class 10 cleanroom approved BLOWERS 
@ Flexible lightweight air hose @ ULlisted, CE compliant aie 
© |soStat® “self balancing” technology BREE 
AirForce gun was designed with the operator in mind. The lightweight, flexible, air hose (3/8 diameter) moves — “ a @) 
with the operator making work easier. The guns ergonomic design - light touch trigger, and easy view LED —_ id : es — ° bi 
minimizes fatigue and eliminates wrist hyper extension. The compact console can be mounted anywhere and -_ ae a 7 
does not take up valuable workspace. The AirForce incorporates steady state DC ion emission with average \ 4008630 Cleanroom Model 
discharge times of < 1 second, and also features low audible noise with an ion balance of +/-30V, and a .01m 
filter. The gun measures 8L x 3W x 1”D. Wt. 120z. The console measures 8.5L x 3W x 1.6"D. Wt. 11.50z. 4004063 Standard Model 
5 Features: ® Variable speed, three-fan units with wide range 
rel ieticeleachy © Rapidly neutralizes static charges of airflow 
© Covers an extended area with ionized air @ Power rated: 120V, 60Hz 
Mfg. Part No. Type ue Stocks: ts @ Inherently balanced ion output to +5V © Dimensions: 42-3/4L x 4"H x 6-3/4"D 
Model 6115 with 8 ft hose, 120 VAC Wall Transformer © Built-in emitter point cleaner @ ULlisted, CE complaint 
92-6115-US Hand Held 120V 8374249 1258.00 Aerostat® Guardian™ ionizing air blowers provide fast static charge decay over an entire work surface area. 
Model 6115 with 8 ft hose (Gun Only) These blowers offer user-friendly operation while effectively protecting even the most sensitive components 
from ESD damage. 
O16 115-NXFMR Hand Held | = | euros —_ Mfg. part no. 4004063 standard version Guardian™ produces an air volume of 150 to 300 CFM , is equipped 
Price per with task lighting, an ionization indicator light and an integrated heater. The standard version Guardian™ covers 
Pkg. a 2-1/2’ x5’ area and weighs 16 lbs. 
a ae = Mfg. part no. 4008630 cleanroom version Guardian™ CR2000 is designed specifically for use above 
Mig. Part No. Description Stock No: ibe critical cleanroom applications where ESD is a concern and is Class 10 209E (ISO Class 4) compatible. The 
91-6115FLT Replacement In-line Air Filter (3-Pack) 2070551 131.00 Guardian CR2000 provides cleanroom compatibility using specially chosen components and materials, and is 
PIM. 194430 manufactured to insure cleanliness and minimize risk of contamination. The Guardian™ CR2000 produces an 
~ adjustable air flow velocity of 135 to 270 CFM, is equipped with ion output and ion balance monitors, and has 
a lock-out keyswitch for performance in critical applications. The Guardian™ CR2000 covers a 2’ x4’ area and 
AEROSTAT® XC™ EXTENDED COVERAGE w Weighs 18 Ibs. 
IONIZING AIR BLOWER SIMCO Suppl Price Each 
; loltage 
AnTIW Company: Mfg. Part No. Type VAC Stock No. 1+ 
F @) Clean Room 
iv 4008630 Overhead 120V 01J8140 1461.00 
| sucog: al Standard 
_ 4004063 Overhead 120V 08H0345 _ 
| Price Each 
| Mfg. Part No. Description Stock No. 1+ 
J 4710017 Fastening Clip 08H0353 17.00 
© Inherently balanced to +5V © 3-Speed fan and integrated heater PIM_74176 
@ Built-in emitter point cleaner 
The Aerostat® XC™ extended coverage ionizing air blower provides excellent coverage, stability of balance 
and rapid static charge decay times. The XC™ neutralizes static across an entire 3’ x 6’ benchtop area and has IONIZED AIR GUN 
an integrated heater for operator comfort. 3-speed fan delivers a controlled air volume of 70, 90 or 120 CFM. 
Weighs 17.5 lbs. Dimensions: 15-3/8W x 4-1/2H x 8-1/8"D. 
Supply Price Each @) @ 
Voltage 
Mfg. Part No. Type VAC Stock No. 4+ C E 
4002612 Benchtop 120V 08H0343 ane 
[Price Each 
Mfg. Part No. Description Stock No. 1+ 
4470059 Replacement Filter 08H0352 = re 
PIM_74175 lonized air gun 980 lightweight, ergonomically designed air gun is an excellent tool for blowing particulate 


AEROSTAT® PC™ PERSONAL COVERAGE 
IONIZING AIR BLOWER [ 


simco® 
® 


@ Inherently balanced to +5V @ Variable speed fan and integrated heater 
@ Built-in emitter point cleaner 
Small, quiet and lightweight yet uncompromising in performance, SIMCO’s Aerostat® PC™ provides superior 


static charge decay over a targeted work surface area. Provides optimum protection from the destructive effects 


of ESD and features an integrated heater for operator comfort. Variable speed fan produces an air volume of 35 
to 70 CFM. The PC™ covers a 1’ by 5’ area, weighs 5.3 Ibs. Dimensions: 5.5W x 8.625H x 3.25"D. 
Supply Price Each 
Voltage 
Mfg. Part No. Type VAC Stock No. 1+ 
4003367 Benchtop 120V 08H0344 = 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
4710017 Fastening Clip 08H0353 17.00 
PIM_74177 
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contamination off any surface. Releases a constantly balanced stream of compressed ionized air or gas that 
neutralizes static charges that attract particulates to a surface. Its unique ionization system is completely self- 
balancing; it maintains balance to within +30V of OV at a distance of 6". Maintenance-free gun uses safe, 
efficient, low-voltage power allowing for the use of much lighter wiring. Includes a transformer that converts 
line power from a standard 120V outlet to 24V. Order accessories separately below. UL listed, CSA certified, 
CE compliant. 


Supply Price Each 
Voltage 
Mfg. Part No. Type VAC Stock No. i+ 
980 Hand Held 120V 91F2938 1076.36 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
960X/980X Power Supply, Wall Transformer, 24V, 1A 95B3900 130.41 
980-T Replacement Tip Nozzle 91F2936 120.76 
PIM_10944 
Custom Panel Meters — Call 800 859 1257 


Choose your own colors, text, and company logo 
Custom scale, range and pointer types 
Analog/Digital Meters, Sensors, Controllers and more 


Email panelmeters@newark.com 


PIM_5624808 
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STATIC CONTROL (ESD) MONITORS AND GROUNDING 
WRIST BANDS 


= RoHS 
Compliant 
Available 


Operator 2 


Wrist Strap and Ground Monitor 


Dual-Conductor Ground Cord 


a) 


Monitor Stand-By Jack 


Static Mon\tor 


Dual-Conductor Wristband 


Static Monitor 


Mfg. part no. 724 workstation monitor is designed to detect electrostatic discharge (ESD) of two operators. 
Includes a remote dual-conductor jack, AC adapter, ground cord (green/yellow in color for better visibility), and 
monitor/table mat cord with a diode to prevent current flow back into the monitor. Mfg. part no. 773 monitor 
can also be used tomonitor the resistance-to-ground and voltage level on two persons wearing dual-wire wrist 
straps. Mfg. part no. 3057 allows an operator to disconnect a ground cord from the wrist band and leave the 
workstation without deactivating the 724 workstation monitor. Mfg. part no. 725 wrist strap monitor is a small, 
compact, battery-powered wrist band monitor used to track ESD and ground one operator. Mfg. part no. 790 
static monitor is a cost- effective unit that is small compact and versatile in its usage, and may be mounted 
directly into device handling equipment, testers and auto insertion equipment. Mfg. part no. 790 measures the 
voltage potential on a person referenced to earth ground. Equipped with a slide switch that allows the user to 
select the voltage level necessary for the specific job being performed. NOTE: All monitors require each operator 
to wear a dual-conductor grounding wrist band; order separately below. 


Mfg. part nos. 724VK and 725VK verification kits are designed to check the wrist band input resistance ranges 
of the 700 series workstation, wrist bands, and work surface monitors. Mfg. part nos. 790VK verification kit 
contains hardware items for connecting to mfg. part no. 790 static monitor. NOTE: In addition to this kit, a DC 
power supply and resistance substitution box are required (supplied by user). Refer to instruction manual for 
complete details. 


2380 series long-lasting metal expansion bands are for use in clean rooms and applications requiring extended 
band life. Three sizes available: small, medium for wrists from 5.5” to 7.25” and large for wrists larger than 6.5”. 
Color: black. Mfg. part nos. 2382 and 2883 include one metal expansion wrist band and a 5-ft. grounding cord 
to permit monitoring of resistance-to-ground of the operator. Used exclusively with mfg. part no. 724 workstation 
monitor and mfg. part no. 725 wrist band monitor; order separately above. 


Mfg. part no. 2368 adjustable dual-conductor fabric wrist band permits monitoring resistance-to-ground of the 
operator. The band is segmented for strain relief and comfortable. Used exclusively with mfg. part no. 724 
workstation monitor and mfg. part no. 725 wrist band monitor; order separately above. 


ADJUSTABLE DUAL-CONDUCTOR WRIST BAND 

Mfg. part no. 4720 adjustable dual-conductor wrist band features a thermoplastic strap with a molded 
conductive interior. Easy-on, easy-off zipper-style latching mechanism adjusts to any wrist size. Lightweight 
and low-profile design makes reliable contact with skin and provides an effective grounding device. Wrist band 
connects to monitors via mfg. part nos. 2360 or 2370 dual-conductor coiled grounding cords; order separately 
below. Used in conjunction with mfg. part no. 724 workstation monitor and mfg. part no. 725 wrist strap 
monitor; order separately above. 


DUAL-CONDUCTOR COILED GROUND CORDS 


Dual-conductor coiled grounding cords, in three popular lengths, for use exclusively with mfg. part no. 4720 
adjustable dual-conductor wristband; order separately above. 
Lead Circumference Price Each 
Mfg. Part No. Color Length Max. Stock No. 1+ 
Wrist Band - Adjustable, Fabric 
2368 Blue 13C3380 14.94 
2368VM Grey is 636535 —_ 
Wrist Band - Adjustable, Thermoplastic 
4720 Blue 95B9075 8.84 
Wrist Band - Metal 
2384 Black 63.5mm 24C8842 cee 
2385 Black 69.9mm 24C8844 38.06 
2386 Black 76.2mm 24C8846 37.31 
Wrist Band - Metal, Includes Cord Git, 5m) 
2382 Black 1.5m 69.9mm 13C3386 57.07 
2383 Black 1.5m 76.2mm 13C3395 57.62 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
@ 724P-US Plug-In Power Supply, 724 & 790 Static Monitor, 25V, 50mA | 25H9881 10.60 
3057 Static Monitor Jack - For 724 Workstation Monitor 66H7371 23.88 
PIM_4499 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


Static Charge Monitor 


Price Each 
Mfg. Part No. Newark Description Stock No. 1+ 
724 Work Station Monitor 83F8473 263.60 
725 Wrist Strap Monitor, 9V 83F8475 107.58 
PIM_5513115 
Earth bonding points 
End To Price Each 
Ground Lead 
Mfg. Part No. Resistance Length Stock No. 1+ 
Jack Splitter Kit 
733 ae 1.8m 90H0259 48.48 
Replacement Remote Input Jack 
732 35Mohm 1.8m 99F7840 34.30 
PIM_5513112 
Ground Cords 
End To Price Each 
Lead Ground 
Mfg. Part No. Length Color Resistance Stock No. 1+ 
2360 1.5m Grey 1Mohm 97B1092 31.52 
2371 6m Grey 1Mohm 1202404 27.30 
2370 10ft Grey 1Mohm 12C2401 34.95 
PIM_5513113 
SCS GROUND CORDS 


Oqin 


LPCGC151M-Low Profile Commom Ground Cord WSGR2-Bench Ground Block 


@ Table mat ground cord LPCGC151M connect a @ Ground block mounts to bench and connects two 
mat and two wrist straps to ground wrist straps to ground. Two parking studs reduce 

© Floor mat ground cord F6C151M has domed damage to cords left at the bench. No Resistor. 
profile to help avoid snap disconnect 


Use SCS ground cords to connect your table, floor mats and wrist straps to a ground point and comply with 
ANSI/ESD S-20.20 and ESD STM-6.1. Both ground cords include one megohm resistor and #10 ring terminal. 


Lead Ground End To Price Each 
Mfg. Part No. Length Color Terminals Ground Stock No. 1+ 
WSGR2 10ft Black, Yellow Stud 10ohm 39M5831 19.95 
FGC151M 15ft Black Stud 1Mohm 39M5829 _ 
LPCGC151M 15ft Black Stud 1Mohm 39M5830 15.81 
PIM_91141 


WRIST STRAP GROUNDING SYSTEM, MONITOR-TO- 
MAT CORD AND MAT SNAP FASTENERS 


scSs 


2380 =O 3050 Female 
@EHese 
3048 
Ny , 
3033 Male 


SNAPSOCKET3/8 


Mfg. part no. 3048 grounding system for wrist straps easily snaps on mats and runners (10mm male snap); 
grounds two single conductor wrist straps. Comes complete with ring connector and 15 feet (4.6m) ground cord. 
Ground cord has a one megohm resistor for mat connection only. 

Mfg. part no. 2380 six foot (1.8 m) monitor/table mat replacement cord with 10mm snap does not have a resistor 
molded into the snap fastener cap. 

Mfg. part nos. 3033 and 3034 male and female snap fasteners 0.125” (3.2mm) hole, 10mm diameter, for 1800 
and 8800 series mats and runners. 

Mfg. part no. 3050 female snap fastener, 10 mm diameter, for 8200 series mats and runners. 

Mfg. part no. 3040 straight 15 feet (4.6 m) ground cord molded-in male snap fastener with integral 1-megohm 
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WRIST STRAP GROUNDING SYSTEM, MONITOR-TO-MAT CORD AND MAT ANTI-STATIC PRODUCTS (CONT.) 


SNAP FASTENERS (CONT.) Price Each 
resistor on one end, solderless terminal on other. Sold in packs of 10. Mfg. Part No. Stock No. 1+ 
Price per Wrist Strap, Elastic, ESD 
External Hole Pkg. 
—=——| 6081 02B1653 17.99 
Mfg, Part No. Diamster Dia: SteckiNo! i Wrist Strap, Elastic with Clip & Cord 
3050 10mm 3.2mm 98F 2534 25.56 P, P 
Brass, Grommet Style — 6082 BG 4299 
~ Wrist Strap, Metal, ESD with Clip & Cord 
SNAPSOCKET3/8 10mm i 61M4525 
ss 6084 02B1656 67.99 
PIM_88924 
PIM_84764 
dak ADJUSTABLE WRIST STRAP SETS 
Price Each : DURATOOL 
Mfg. Part No. Description Stock No. =a © Mfg, part no. MC23786 is the 
ED : - P 2 elastic blue wrist strap only. Mfg. 
3048 Grounding System 87F3726 26.40 part no. 23780 is a coiled12’ cord 
PIM_5513109 with barrel type banana plug. Fits 
industry standard banana jack .166 
in. (4.22mm). Metallized, high flex 
Ground Cords tinsel, black jacket. One megohm, 
- 1/4 watt, series resistor, molded 
End To Price Each within snap assembly, limits current 
Lead Ground Ground for operator safety. Mfg. part no. 
Mfg. Part No. Length Color Terminals | Resistance | Stock No. 1+ MC23801 includes 5-ft. coil cord w/ SPC20879 
3040 15ft Black Stud 1Mohm 46F7437 19.21 banana plug; Elastic strap offers 
PIM 5513108 user comfort; Adjustable, non-slip material may be fitted to any 
= size; Color: Blue. 
Ground Lead Price Each 
ELASTIC ADJUSTABLE WRIST STRAPS dD E Ss [ os | Mfg. Part No. Color Terminals Length Stock No. 1-49+ 
MC23786 Blue Snap wie 14N9050 = 
MC23801 Blue Snap 5ft 14N9065 14.69 
MC23780 Maroon Snap 12ft 14N9045 24.81 


PIM_18148 


WRIST STRAPS AND STRAP SETS DURATOOL 


©e 


© Extra Wide, Soft Elastic Band Replace Without Tools MC23801 
@ Has Silver Impregnated Nylon Knitted on Inside for + Unique Patented Adjustment Design Eliminates MC23794 
Superior Conductivity Exposed Conductive “Tail” of Band MC23786 MC23780 
i Replacemen Elan Palos AvalaDie and asy.t0. 28) UE eied = Call Gold Includes | Megonmessto Mfg. part nos. MC23801 and MC23786 feature soft, non-slip elastic strap for user comfort, adjustable to fit 
Ground Lead Circumference Price Each Most any size. ee ; , ; } 
Mfg. Part No. Color Terminals Length Max. Stock No. 4+ Mfg. part no. MC23794 is designed for one time use. Perfect for guests, field service calls, or to be shipped with 
Band Only, Black ESD sensitive products. Dissipative vinyl ribbon is 35.5” long, with mini alligator clip included. 
and Uniy, Blac! Mfg. part no. MC23780 wrist strap kit includes one maroon elastic wristband with 4mm stud, 12-ft. coiled 
09041 Black Stud iad 13” 61H5677 23.47 ground cord with barrel type banana plug, one megohm, 1/4 W resistor in snap assembly, spring loaded 4mm 
Band with 6’ Black Coil Cord snap socket and alligator clip. 
09070 Blue Stud 6ft 330mm 57H7342 21.91 Ground Lead Price Each 
Band with Snap-On 6’ Black Coil Cord Mfg. Part No. Color Terminals Length Stock No. 1-49+ 
19859 Black Snap 6ft se 99H5989 51.11 MC23786 Blue Snap ws 14N9050 = 
Band with Snap-On 6’ Cord & Angle Banana, Black MC23801 Blue Snap oft 14N9065 14.69 
91070 Black Stud 6ft 330.2mm 61H6421 31.95 MC23794 Maroon Snap a 14N9058 _ 
PIM_79302 MC23780 Maroon Snap 12ft 14N9045 24.81 
PIM_132361 
ANTI-STATIC PRODUCTS 
SCS WRIST STRAPS 
@ Adjustable wristband 


© Retractable coiled cord 
@ 1 meg resistor 
@ ULlisted (WBB series) 


SCS family of wrist straps offers a complete 
selection of single wire set, which are designed to fit 
comfortably and maintain good electrical contact with 
the person and ground. A lot code on the grounder 
provides quality traceability. SCS wrist straps meet 
6082 or exceeds the requirements of ANSI/ESD S-1.1, 
ANSI/ESD S-20.20, EIA 625, MIL-STD-1686 


@ 


6083 
6081 Elastic Wrist Strap - ESD - Features: fabric wrist strap WBB-AFWS61M 
@ Adjustable, one size fits all wrist strap @ Also includes: Resistive coiled cord (1 Megaohm Price Each 
© Features a dual stainless steel cam that securely resistor moulded in) - extendable to 6ft with a Ground Lead petice each 
locks the plastic band, but allows easy adjustment straight banana plug and alligator clip Mfg. Part No. Color Terminals Length Stock No. 1+ 
with tools 6084 Metal Wrist Strap with Clip & Cord - ESD - WBB-AFWS61M Blue Stud 6ft 39M5817 ae 
@ Washable fabric band has silver impregnated nylon Features: 
threads knitted into its inner surface © For users who prefer a metal wrist strap with ECWS61M-1 _ - sc 7 SOMSEIS 6.90 
© Only non-allergenic stainless steel and silver adjustability WBB-AFWS Blue / White Stud os 39M5816 = 
touch the skin @ Featuring a flexible band that will not pinch or PIM_91139 
® No sloughing of the conductive fibers pull hair Z 
© Standard 4mm snap stud allows attachment to © Supplied with adjustable links to assure a secure 
resistive coil cords and comfortable fit Ground Cords 
6082 Elastic Wrist Strap with Clip & Cord - @ Standard 4mm snap stud allows attachment to 
Features: resistive coild cords and alligator clip (provided) 
e Acomplete wrist strap kit features the adjustable 
> CONTINUED > > CONTINUED > 
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Ground Cords (CONT.) 


End To Price Each 
Lead Ground Ground 
Mfg. Part No. Length Color Terminals Resistance | Stock No. 1+ 
CC61M 6ft Black Stud 1Mohm 39M5814 9.63 
PIM_5513116 


STATIC CONTROL ADJUSTABLE FABRIC WRIST 
STRAP AND SETS 


scs 


ee ie 


2204 BLUEWS61M Set 


Ideal for all static control processes, these fully-adjustable stretch fabric wrist straps are made of a conductive 
threads woven together with elastic nylon to allow full conductivity, comfort and reliability, while providing rapid 
and continuous drain of static charge. One size adjusts to most any size wrist for reliable, 360° protection. 
Wrist strap sets include one adjustable wrist strap with 4mm snap, one black 5-ft, 6-ft. or 10-ft retractable coil 


grounding cord with one megohm resistor and banana jack, and one alligator clip to provide an alternative 
ground attachment method. 
NOTE - 2204 features adjustable wristband only 
Ground Lead Price Each 
Mfg. Part No. Color Terminals Length Stock No. 1+ 
BLUEWS61M Blue Snap 6ft 34P3320 ae 
2204 Burgundy Snap es 89F878 8.88 
2214 Burgundy Snap 5ft 89F879 25.49 
2224 Burgundy Snap 10ft 89F880 35.36 
PIM_4561 


ECONOMY ADJUSTABLE FABRIC WRIST STRAP SET Sscs 


2272 
Mfg. part no. 2272 SCS adjustable wrist strap set includes 5’ cord (extendable to 6’), monofilament band, and 
alligator clip. 1-megohm resistor and molded-in strain relief. Blue and white band. 


Ground Lead Price Each 
Mfg. Part No. Color Terminals Length Stock No. 1+ 
2271 Blue Stud mn 92F1284 = 
2272 Blue Stud 1.5m 92F1282 = 
PIM_4583 


4600 SERIES STATIC CONTROL ADJUSTABLE 
THERMOPLASTIC 
WRIST BAND/ 
STRAP AND SET 


scs 


4650 


Mfg. part no. 4620 adjustable wrist band/strap grounds static charge from personnel before static sensitive 
devices/printed circuit boards can be damaged. Features a molded, insulative thermoplastic, colored exterior 
with an integrally molded conductive interior and 4mm stud. Easy-on/off adjustable zipper-style latching 
mechanism fits any size wrist comfortably. Lightweight, low-profile design is safe for contact with human skin. 
Provides full conductivity and reliability. 
Mfg. part no. 4650 wrist band/strap set includes one mfg. part no. 4620 wrist band/strap with 4mm stud, one 
5-ft. coiled grounding cord with one megohm resistor molded into the 4mm snap end, and one alligator clip. 


Ground Lead Price Each 
Mfg. Part No. Color Terminals Length Stock No. 1+ 
4620 Blue Stud a 82H0526 5.18 
4650 Blue Stud Sft 30H5784 18.83 
PIM_33074 


@ Indicates RoHS Compliant a Find Datasheets Online 


DISPOSABLE WRIST STRAP 


Disposable wrist strap 2209 is ideally suited for shipping 
with valuable products to provide protection at the 
receiving end; or in the plant environment for short- 
term usage by visitors and others who don’t need the 
durability of a reusable strap. Hypo-allergenic adhesive 
provides 360° contact with skin to minimize skin-to- 
band resistance. Adhesive-backed copper foil at other 
end adheres to any convenient electrical ground. 1MO 
resistor contained in the black volume-conductive layer. 
UL listed. 


scs 
@ 


— | 
Lead Price Each 
Mfg. Part No. Color Length Stock No. 1+ 
2209 White 1.2m 89F876 2.22 
PIM_4662 
HEEL GROUNDER 
© Two layer rubber composite sole material D URATOOL 


© Conductive exterior provides rapid 
and safe dissipation 

® 18” conductive ribbon 

© One megohm fully insulated safety 
resistor 

Heel cups for use with standard shoes 

have two layer rubber composite sole 

material and conductive exterior that 

provides rapid and safe dissipation. 18” 

conductive ribbon and one megohm fully 

insulated safety resistor. 


Lead Strap | Grounder Fastening Price Each 
Mfg. PartNo. | Res. | Length | Material Type Type Stock No. 1-24+ 
MC23783 1Mohm 18” Rubber Heel Hook and Loop | 14N9048 12.06 
PIM_132359 


HEEL AND TOE GROUNDING ASSEMBLIES 


scs 


Toe Grounder 


Heel Grounder 


SCS heel grounding assemblies provide greater freedom of movement without compromising static control 
protection. Effectively ground worker in contact with conductive flooring materials. Feature comfortable elastic 
ankle straps. Simply place assembly over shoe, adjust strap for a comfortable fit and insert extra long contact 
ribbon between shoe and sock. Foot perspiration produces enough moisture to create electrical contact between 
conductive ribbon and the body. The intrinsic resistance in the heel strap does not increase shock hazard to 
wearer. Accommodate most shoes and boots. 

Mfg. part no. 2044 is a COP-Style heel grounder with a high visibility “yellow glow’ strap that helps facility 


supervisors effectively manage their static control problem. 
Mfg. part no. 2051 is a heel grounding assembly with elastic body, featuring a 1MQ resistor, conductive and 
no-slip outer sole. 
Lead Strap | Grounder | Fastening Price Each 
Mfg. PartNo. | Res. | Length | Material Type Type Stock No. 1+ 
2051 41Mohm sts Elastic Heel Hook and Loop | 50F7138 13.42 
2044 1Mohm 24” Elastic Heel Hook and Loop | 95€1736 9.31 
PIM_4534 
FOOT GROUNDERS SCs 
is} 
HGS1MD-RED BIUEHGCIMD: HGC1M-N72-BLU HGC1M-ECG 


© 1 meg resistor © Lot coding provides quality traceability @) 
@ Multi-strand conductive ribbon © UL listed for safety and tested for electrical 

© Durable 3-layer sole exterior <105 ohms performance 

Foot grounders are designed and manufactured for comfort, durability, and cost effectiveness. Feature a 
multi-strand, carbon suffused nylon on polyester ribbon, sewn in sinusoidal pattern to provide side-to-side 
conductivity. Available in black or in colors for higher visibility. Meets the requirements of ANSI/ESD S-20.20, 
EIA 625, MIL-STD-1686, and MIL-HDBK-263. 
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FOOT GROUNDERS (CONT.) STATIC CONTROL VACUUM (CONT.) 
Lead | Strap |Grounder| Fastening Price Each Price Each 
Mfg. Part No. Res. |Length| Material Type Type Stock No. 1+ Mfg. Part No. Description Stock No. 1-1-4+ 
Cup Style, Black 31700C Replacement Filter Canister 8274382 26.82 
HGC1M-EC 1Mohm | 18” Elastic Heel Hook and Loop | 34P4378 7.06 SPC11999 Vac Omega Vacuum 95C0275 59.88 
Cup Style, Black/Orange PIM_18041 
HGC1M-ORG 1Mohm | 24” Elastic Heel | Hook and Loop | 34P4380 = 
Cup Style, Blue 
HGC1M 1Mohm | 24” Elastic Heel Hook and Loop | 08N5661 8.51 pedir GOMPUTER/ELECTRONIC CLEANING : 
BLUE-HGC1MD | 1Mohm | 24” Hee D Ring 39M5819 = DAIA . VAL 
HGC1M-N72-BLU| 1Mohm | 29” Heel Hook and Loop | 39M5820 8.29 
NS-HGC1M 1080hm| 24” Elastic Heel Hook and Loop | 97M6305 8.91 
Cup Style, Green x. 
HGC1M-ECG 1Mohm | 24” Elastic Heel Hook and Loop | 34P4379 7.08 
Standard Style, Red 
HGS1MD-RED 1Mohm | 24” Elastic Heel D Ring 34P4383 9.41 (—) 
Toe Grounder, Black I n:; 
TGIM 1Mohm | 12" | Elastic Toe 39M5826| 8.65 | oe a aZS 
PIM_91140 ea 


PORTABLE ESD SAFE VACUUM 
CLEANERS AND ACCESSORIES 


D URATOOL 
Seo repie 
CE 


—— 
@ Portable © Powerful 

© Convenient © Safe 

Mfr. part no. SPC36174 ideal for soot, dust, laser toner and other fine particulate. Mfr. part no. SPC36175 
uses include very fine dust, color toner, allergens, mold spores, as well as, other ultra fine particulate. These 
vacuums come with an ESD safe hose, ESD safe round dust brush, ESD safe gooseneck, ESD safe crevice 


tool and power cord. The complete system is grounded from the tip of the hose through the end of the power 
cord. Motor: 120V, 600W. Dimensions: 12.25L x 7.50W x 6.5 “H. Wt: 4 Ibs. Hose dia.:inside 1”, outside 1-3/16 


® Ballistic nylon carry case 

© Powerful, 2-speed, 1.7 peak horsepower motor © Rugged, heavy-duty, all-steel body 
© Integrated toner filter system ® Manufactured to government specifications 
DATAVAC/3ESD with it's 4 Stage HEPA filtration system is 99.97% effective in trapping dust particles down to 
0.3 microns preventing them from re-contaminating the office environment. DataVac/ 3ESD series is equipped 
with a unique anti-static wrist-strap grounding the user from generating static. DataVac/3ESD series features 
a rugged all-steel body and a 2-speed 1.7 peak horsepower motor. Accessories included anti-static 3-6 ft. 
expandable stretch hose, crevice tool, dust brush, 4-Piece micro tool kit; 6 disposable 3-ply toner filter bags, 
repl. foam filter, shoulder strap and fully padded soft carry case. Weight: 8 Ibs. Technical Specifications; 7.5 
Amps; 100 CFM; 80" water lift (sealed suction measurement); 115V; 60Hz. 


© Anti-static wrist strap 


Power Price Each 
Mfg. Part No. Rating Stock No. 1-5+ 
DV-3ESD1 g00Ww 23K8225 843.28 


PIM_84243 


ELECTRONICS VACUUM 


RoHS _ 
Compliant 
Available 


“, Water lift at hose: 50 “. —— 
Power Price Each 
Mfg. Part No. Rating Length Height Width Stock No. 4-4+ ae oe becalnea His io pete lg Ania ee of Ld lena 
5 O, affici = eatures high-quality filtration system, portability, quick setup, and efficient and safe operation. Plastic 
HEPA filter with 99.97% efficiency 0.3 a - - accessories have a resistivity low enough to dissipate electrostatic buildup, yet high enough to limit current to 
@ SPC36175 600W 12.25 6.5 78 2274867 = safe levels at 220V or less. Replaceable, 1HP motor is continuous-duty rated with one sealed ball bearing and 
Standard filter with a 0.3 micron retention one sleeve bearing lubricated for life. Comes complete with a type 2 toner/dust filter, stretch hose (approximately 
@ SPC36174 600W 12.25" 65" 75" 2274866 = 10-ft.), wand crevice tool and brush, needle nose nozzle, and dusting brush. 
- Plug Price Each 
bee Mfg. Part No. Length Height Width Type Stock No. 1+ 
Mfg. Part No. Description Stock No. 1-1-4+ 120V Te a3 7 US TREES 
© SPC36255 ESD Safe Vacuum w/ HEPA Filter SPC36175 2274869 36.06 @ AN7AIN L ve] 9 3 332.37 
@ SPC36254 ESD Safe Vacuum w/ Toner Cartridge SPC36174 2274868 = Price Each 
PIM_192324 Mfg. Part No. Description Stock No. 1+ 
@ SV-SPF1 Filter 50F948 39.79 
STATIC CONTROL VACUUM @ SV-MPF2 Filter, Type 2 50F949 23.46 
D URATOOL @ SV-SH33 Vacuum Hose Assembly 91B1564 34.74 
ans SV-SH51 Vacuum Hose Assembly 91B7300 55.05 
Geeeinpian PIM_4540 
Available 


OG 


Vacuum is statically controlled with conductive construction to prevent shocks to operators and damage to 
sensitive electronic components. Disposable 0.3-micron filter canister is for use on toner, developer, dirt, dust, 
mold, pollen, soot, paint pigments, and other dry materials. Water lift: 30” open and 50” sealed. Perfect for use 
on laser printer toner and sensitive equipment, such as disk drives. Power: 6.83A, 1HP, 92.8 cfm. Attachments 
include 6’ flexible hose, goose-neck extender, crevice tool and crevice tool brush. UL listed, CSA certified. 3-year 
warranty. Standard or HEPA replacement filter canisters are availble; go online or call. 


Power Price Each 
Mfg. Part No. Rating Stock No. 1-4+ 
@ SPC22010 628W 18M9991 437.79 
> CONTINUED > 
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TENMA 


Essential Quality. Substantial Value. For every phase of engineering, we offer affordable, 
reliable solutions for your bench, belt, board and box. 


Discover the difference at newark.com/value Multicomp | | Pro-Power | Duratool | Pro-Elec | Pro-Signal 


Test & Measurement Equipment 


Bench Test Equipment 


Oscilloscopes & Logic ANalyZer ..........:cscsescssesssseseeeseeees 
DigitaliMUltimetensxeeceessetee earners ererereeeers 1345-1349 
Signal & Function Generators ..............0ccssesceccceeseeeseessseseess 1350-1354 
RE SignaliGeneratorse ee ee 
Network AnalyZ@rsii.s.scccceeccececceceereersess 

RRiPoWen SenSOlSesssrsete eee 

(GOUITLE RS weer ere eee 

Data Acquisition Equipment 

7G) 0] [Fel efe0 (cts Ces re rererercancre tere arereeneerncre er rreceorr ners 1360 
EPROM|Programmers &\EVASClS| co scccccecerecececeresceceseteseeee 1360-1361 
Gomponentilestenseseccreces ete re 1361 
D@GAade!BOXGS Sear er ee ee 1362 


Bench Top Power Supplies 


AGIPOWereSOUNCCSpeesee sete 
DC Bench Power Supplies 
Electronic loadSee ee 
Source Measure: Meters isc sccccrscscsceececnseessezeseseersesceesecseesers 


Hand Held Test Equipment 


HandieldiOScilloscopes menses eens 1377-1378 
GlampiMeteiseeen eee 1379-1381 
Digital MUltIM@leISHereseeereer secs cee eee 1382-1389 
AnalogiMeterSaeeee eet eres 

Voltage Testers .. 

LB] =) (fel (0) RS erscereyaepe reererereter rere tece sere prrrrrererereciecr terre reereerereereerectir 
BatteryrAnial2Ois ercrcvesetenrenc etree: tren tener een eee 1392 
Componentilesteise-s ee 1392-1393 
Micro-Ohmineterspeeseses eee 1393-1395 
Insulation & Ground Resistance Testers ..........::::cceeee 1395-1399 
[PONCE OLEATE 21S cencen concenecenececceconeccecen aceoncecnanonedacn 1400-1401 
RowerméaEnergyilOgqenstecsss eres ree etree 1402 


SECTION INDEX 


MotogPhase/Rotationilesters esses essere 
SpectuumiAnalyzenseesee eee 

WANG eSteiSerra serra ee een eer aaa ere nee eee 
Cable Testers (Fiber) ...........:.cecscccescsssseeesseess 

Cable & Continuity Testers (Copper) 
Telephone lineieStrs ee 

[EEEV AE Tifa) ol FEV GSP (0S on cerceosoenceco cone cenogeonocanoaconesnanohakocionsedaconeecodaoce 
Binding |POStSnscen ror er cere terrier renters 
jlestilleadSi&tACCESSONIGS mereesee eee rere ce mene 


Environmental Test Equipment 


IRuihermometers eee re ee ee 
Thenmall lMagerseese tee error reer os 
IIS TIE: MOLE IS Meeeeerctese ne seeerscre costes coe rere reese scree cote 
Temperature & Humidity 
Chart Recorders & Data LOQQEIS..........-ccsssssscecssssseceesesssees 
emperatunerGaliprationpesssseee eee ee 
BheSSU rex Call iborettioipecssssseseseseseeeeenee eoertestes ecere terete 

Aisi) W ell ik eee ee eee 
ATIGIMIOINIGLGNS Secersesesee ese sree ree eae ne reece eee eee 
Mitts MOLGES eeccereeree ster crerecetrersccceiey teen rrrer eerenere es eee rer 
Strobes tess 

Process Calibration 


Mechanical Test Equipment 


BOKESCODES) SiVIGCOSCOMCS eneererrsrrere retreat etree 
Calipers, Micrometers, & Dial Indicators..............:.ceeece 1435-1436 
RuleSi& Sq Wares eececcrrse sree eres eter eee eee 
RONCelGallgesweree sere eee eran eee ere ee eee 


Scales & Balances. 
Distance Meters .... 
VibrationiMe@tenSresescesstcresetrerrcceresenneerstceccerseraereeeeneerterar see 


To search by manufacturer, see our detailed Manufacturer Index on page 1768. 


newark.com | 800.463.9275 
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Test & Measurement 


Your complete solution for 


TEST & MEASUREMENT 


As the industry leader in Test & Measurement, we offer a complete selection of products 
and solutions from bench to handheld to all of the accessories you need. Plus, find the latest 
innovations from industry-leading brands. 


Test & Measurement Products & Accessories 


Measurement & Inspection 


Oscilloscopes Electronic Loads 
Calipers Rulers Signal & Function Audio/Visual 
Benin Ganges Sanus Generators Source Measurement Units 
sic iediesiae aisctassufes Frequency Counters Meters — Environmental & Mechanical 
I I i 

penneenn Multimeters Bench Top Power Supplies 
Force Gauges TesleHoming Electrical Testers Spectrum Analyzers 
Levels Tension Gauges Data Acquisition Units Leads & Probes 
Magnifiers Thickness Gauges 
Micrometers Thread Gauges 


Microscopes Weighing Scales 


1334 The Broadest Selection of Electronics Products & Solutions 


Equipment. Accessories. Support. 


EJAEMC 


ST|T| 


BK PRECISION 
EXTECH 


INSTRUMENTS 


$FLIR 


GW INSTEK 


Simply Reliable 


KEITHLEY 


KEYSIGHT 


TECHNOLOGIES 


Megger. 


QAVELLER 


ELECTRONICS 


Scokaaceni 


TDK:Lambda 
Tektronix: 
TENMA 


We’re ENGINEERS’ 18’ CHOICE 
in Test & Measurement, offering: 


" Calibration Services including 
pre-calibration for off-the-shelf 
equipment, shipping within 48 
hours or less. 


Visit newark.com/calibration- 
services 


« Local Customer & Technical 
Support offering product 
guidance and a wide selection 
of demonstration units, so you 
can ‘try before you buy!’ 


« Same-Day Shipping available 
and no minimum order. 


= Direct, One-on-One 
Technical Support from 
engineering experts via Live 
Chat 24/5 or by phone at 
1.877.736.4835. 


Visit newark.com/test-measurement to learn more! 1335 


BENCH TEST EQUIPMENT 


OSCILLOSCOPES & LOGIC ANALYZER 


TBS1000 SERIES DIGITAL STORAGE 
OSCILLOSCOPES 
Key Performance Specifications 
@ 150 MHz, 100 MHz, 60 MHz and 40 
MHz bandwidth mode 
@ 4 and 2-channel models 
@ Up to 1 GS/s sample rate on all 
channels 
@ 2.5k point record length on all 
channels 
@ Advanced triggers including pulse 
width trigger and line-selectable 
video trigger 
Ease-of-Use Features 
@ 16 automated measurements, and 
FFT analysis for simplified waveform analysis 
@ Built-in waveform limit testing 
@ Automated, extended data logging feature 
@ Autoset and signal auto-ranging 
@ Built-in context-sensitive help 


Tektronix 
7 


htronie TaS12 = 


a 


@ Small footprint and lightweight - Only 4.9 in. (124 
mm) deep and 4.4 Ib. (2 kg) 

Connectivity 

@ USB 2.0 host port on the front panel for quick and 
easy data storage 

@ USB 2.0 device port on rear panel for easy 

@ Probe check wizard connection to a PC or direct printing to a Pict- 

© Multiple-language user interface Bridge®-compatible printer 

@ 5.7 in. (144 mm) Active TFT Color Display @ Includes Tektronix OpenChoice® software for 

connecting your bench 

The TBS1000 digital storage oscilloscope series provides you with affordable performance in a compact design. 


Packed with standard features — including USB connectivity, 16 automated measurements, limit testing, data 
logging, and context-sensitive help — the TBS1000 series oscilloscopes help you get more done, in less time. 
Sampling Memory Price Each 
Mfg. Part No. Bandwidth Rate Depth Stock No. 1+ 
4 Channel 
TBS1064 60MHz 1GSPS 2.5kpts 99W1817 Eas 
@ TBS1104 100MHz 1GSPS 2.5kpts 99W1818 Bas 
TBS1154 150MHz 1GSPS 2.5kpts 99W1819 = 
PIM_208463 
TBS1000B SERIES DIGITAL STORAGE P 
OSCILLOSCOPES Tektronix 


Key Performance Specifications 

@ 200MHz, 150 MHz, 100 MHz, 70 
MHz and 50 MHz bandwidth models 

@ 2-channel models 

@ Up to 2 GS/s sample rate on all 
channels 

© 2.5k point record length on all 
channels 

@ Advanced triggers including pulse 
and line-selectable video triggers 

Key Features 

@ 7 inch WVGA (800X480) Active TFT Color Display 

@ 34 automated measurements 

@ Dual window FFT, simultaneously monitors both 
the time and frequency domains 

@ Built-in waveform limit and trend plot testing 

@ Dual channel frequency counter 

@ Zoom Function 

@ Automated, extended data logging feature 


@ Autoset and auto-ranging functions 

@ Built-in context-sensitive help 

@ Multiple-language user interface 

© Small footprint and lightweight - Only 4.9 in. (124 
mm) deep and 4.4 Ib. (2 kg) 

Connectivity 

© USB 2.0 host port on the front panel for quick and 
easy data storage 

@ USB 2.0 device port on rear panel for easy 
connection to a PC 

The TBS1000B Digital Storage Oscilloscope Series provides you with affordable performance in a compact 

design. Packed with standard features - including USB connectivity, 34 automated measurements, limit 

testing, data logging, frequency counter, trend plot and a context-sensitive help menu - the TBS1000B Series 

oscilloscopes helps you get more done, in less time. 


Sampling Memory Price Each 
Mfg. Part No. Bandwidth Rate Depth Stock No. 1+ 
2 Channel 
BS1052B 50MHz 1GSPS 2.5kpts 33X1207 ee 
BS1072B 7O0MHz 1GSPS 2.5kpts 33X1209 = 
BS1102B 100MHz 2GSPS 2.5kpts 33X1211 eee 
BS1152B 150MHz 2GSPS 2.5kpts 33X1213 = 
BS1202B 200MHz 2GSPS 2.5kpts 33X1215 = 


2 Channel, Education 


BS1052B-EDU 5OMHz 1GSPS 2.5kpts 33X1208 = 
BS1072B-EDU 7OMHz 1GSPS 2.5kpts 33X1210 = 
BS1102B-EDU 100MHz 2GSPS 2.5kpts 33X1212 - 
BS1152B-EDU 150MHz 2GSPS 2.5kpts 33X1214 = 
BS1202B-EDU 200MHz 2GSPS 2.5kpts 33X1216 = 
PIM_211973 
TPS2000B SERIES DIGITAL STORAGE i 
OSCILLOSCOPES Tektronix 
> CONTINUED > 
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TPS2000B SERIES DIGITAL STORAGE OSCILLOSCOPES (CONT.) 

© Autoset ® Built-in I/O Interface 

@ FFT Standard on All Models @ 11 Automatic Measurements 

© Simplified Setup 

TPS2000B series oscilloscopes from Tektronix are versatile portable instruments ideal for taking differential 
measurements up to 30V rms floating. When combined with OpenChoice® PC connectivity software, your 
measurement results can be captured, transferred, documented, and analyzed. TPS2000B scopes have been 
designed with your safety in mind. They employ innovative isolated channel technology, providing either 2- or 
4-isolated channels (depending on the model) allowing you to safely, accurately and quickly measure three- 
phase power. TPS2000B scopes have familiar dedicated knobs and analog style controls, plus simplified 
functions and setup including auto set, auto range, automatic measurements, probe check wizard and context- 
sensitive help. These scopes can be used effectively in both bright daylight and dimly lit areas by adjusting the 
brightness and contrast controls and the backlit menu buttons. TPS2000B series scopes include integrated 
compact flash mass storage and accept any type 1 compact flash card as large as 1 GB. FFT and I/O printer port 
interface is standard on all models. Order additional accessories and test probes separately; go online or call. 


Use TPS2000B series scopes on your bench, in your lab, or in the field with up to 8-hours of continuous battery 
operation. Hot-swappable batteries allow measurements to continue even while batteries are being replaced. 
Digital real-time sampling acquisition technology makes it possible to capture high-frequency information, such 
as glitches and edge anomalies that eludes other oscilloscopes in its class. 
Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ 
0+2 Channel 
@ TPS2012B 100MHz 1GSPS 2.5kpts 3.5ns 3275051 = 
0+4 Channel 
TPS2014B 100MHz | 1GSPS 2.5kpts 3.5ns 3275052 = 
4 Channel 
TPS2024B 200MHz | 2GSPS 2.5kpts 2.1ns 3275053 = 
PIM_195390 


TBS2000 SERIES DIGITAL STORAGE OSCILLOSCOPE Tektronix 


Key performance specifications: 

@ 2and 4 analog channel models 

100 and 70 MHz bandwidth models 

Up to 1 GS/s sampling rate Tektronix 

20 M record length on all channels 7 

5 year warranty 

Key features: 

@ 9-inch WVGA color display 

@ 15 horizontal grids show 50% 
more signal 

© TekVPI® probe interface supports 
active, differential, and current 
probes with automatic scaling 
and units 

@ 32 automated measurements, and FFT function for 
thorough waveform analysis @ 2-channe! models are highly-portable at 2.62 kg 

© HelpEverywhere provides helpfull on-screen tips (5.8 Ibs) 

TBS2000 Series is designed for easy operation and quick hands-on learning. Dedicated controls provide quick 

access to important settings, so you can evaluate signals faster. Many oscilloscopes provide 8 vertical divisions 

and 10 horizontal divisions, but the TBS2000 gives you 10 vertical divisions and 15 horizontal divisions, so you 


ad 


© Built-in Scope Intro handbook provides operating 
instructions and oscilloscope fundamentals 


can see more of your signal. The display also offers more room for measurement results and menu information. 
Sampling Memory Price Each 
Mfg. Part No. Bandwidth Rate Depth Stock No. 1+ 
2 Channel 
TBS2072 7OMHz 1GSPS 20Mpts 85Y2795 = 
TBS2102 100MHz 1GSPS 20Mpts 85Y2797 = 
4 Channel 
TBS2074 70MHz 1GSPS 20Mpts 85Y2796 ee 
TBS2104 100MHz 1GSPS 20Mpts 85Y2798 ae 
TBS2104-DEMO 100MHz 1GSPS 20Mpts 85Y2803 Sa 
PIM_5575252 
TDS2000C SERIES DIGITAL STORAGE = 
OSCILLOSCOPES Tektronix 


Key Performance Specifications: 

@ 200 MHz, 100 MHz, 70 MHz, 50 MHz bandwidth 
models 

@ 2- and 4-channels 

@ Up to 2 GS/s sample rate on all channels 

© 2.5k point record length on all channels 

@ Advanced triggers including Pulse Width Trigger and 
Line-selectable Video Trigger 

Ease of Use Features: 

@ 16 automated measurements and FFT analysis 

® Built-in waveform limit testing 

© Automated, extended data logging feature 

® Autoset and signal auto-ranging 

@ Built-in context-sensitive help 

@ Probe check wizard 

e 

e 

e 

c 


© USB 2.0 host port on front panel for quick and 
easy data storage, printing and connecting a USB 
keyboard 

@ USB 2.0 device port on rear panel for connection 
to a PC or direct printing to a PictBridge®-com- 
patible crinter 

© Includes National Instrument's LabVIEW 
SignalExpress™ TE Limited Edition and Tektronix 


Lifetime warranty 
5.7 “(144 mm) active TFT color display 
4.9" (124 mm) deep and 4.4 Ib. (2 kg) 


‘onnectivity: OpenChoice® software for connecting your bench 
Sampling Memory Price Each 
Mfg. Part No. Bandwidth Rate Depth Stock No. 1+ 
2 Channel 
TDS2001C 5OMHz 500MSPS 2.5kpts 86R8476 = 
TDS2002C 7OMHz 1GSPS 2.5kpts 86R8477 = 
> CONTINUED > 
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TDS2000C SERIES DIGITAL STORAGE OSCILLOSCOPES (CONT.) 


Sampling Memory Price Each 
Mfg. Part No. Bandwidth Rate Depth Stock No. 1+ 
2 Channel 
TDS2012C 100MHz 2GSPS 2.5kpts 86R8479 ees 
TDS2022C 200MHz 2GSPS 2.5kpts 86R8481 2830.00 
4 Channel 
TDS2004C 7O0MHz 1GSPS 2.5kpts 86R8478 2470.00 
TDS2014C 100MHz 2GSPS 2.5kpts 86R8480 es 
TDS2024C 200MHz 2GSPS 2.5kpts 86R8482 3560.00 
PIM_190009 
TDS3000C SERIES DIGITAL PHOSPHOR : 
OSCILLOSCOPES oe Tektronix 
Features and Benefits —— 
Key Performance Specifications: anaes “2 C € 
© 100, 300, and 500MHz bandwidth 
models iO 
@ 2o0r4 analog channels 4 
© Sample rates up to 5GS/s on all | Oo 
channels a 


© 
oo000000d 
oa. = 


TDS3054C 


scope display to a monitor or projector 
@ WaveAlert® automatic waveform 
anomaly detection 
@ TekProbe® interface supports active, differential 
and current probes for automatic scaling and units 
e : @ Small footprint and lightweight 
er ea on wonebanelio qulenalia Additional Application Support: 
© 29 automated measurements, and FFT analysis for ° Advanced Analysis 
simplified waveform analysis © Limit Testing : 
© Integrated 10/100 Ethernet port for network © Telecommunications Mask Testing 
connection and video out port to export the oscillo- ° Extended Video 


© 601 Serial Digital Video 
SPECIFICATIONS AT A GLANCE 
TDS3000C Series portable digital phosphor oscilloscopes make dealing with complex signals simple. Displays, 
stores and analyzes in real-time three dimensions of signal information: amplitude, time and distribution of 
amplitude over time. An intensity graded color display to provide frequency information of signal amplitudes and 
widths, to help locate and characterize elusive waveform anomalies. Fast update rate makes it easier to capture 
and display infrequent waveforms or waveform variations. Optional communication and application modules, 
ordered separately below, enable the instrument to be configured for specific applications or upgraded without 
returning it to the manufacturer. The TekProbe® interface provides power to a range of application specific 
accessories. All models include probes, power cord, accessory tray, protective front cover, NIST - traceable 
certificate of calibration and three-year manufacturer's warranty. Order additional accessories and test probes 
separately online or call. 


@ 10 kilosample record length on all 
channels 

@ 3600wim/s continuous waveform 
capture rate 

© Suite of advanced triggers 

© CE compliant 

Ease of Use Features: 

© Optional battery operation provides up to three 
hours without line power 


TDS3012C | TDS3014C | TDS3032C | TDS3034C | TDS3052C | TDS3054C 


hannels 2 Analog 4 Analog 2 Analog 4 Analog 2 Analog 4 Analog 
ied Rise 1.2ns 0.7ns 
(typical 
Maximum 10k points 
Record Length 
Analog 100MHz 300MHz 500MHz 
Bandwidth 
(-3dB) 
Maximum 1.25GS/s 2.5GS/s 5GS/s 
Sample Rate 
(All Channels) 
Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. ‘he 
2 Channel 
DS3012C 100MHz 1.25GSPS 10kpts 3.5ns 84M7358 - 
DS3032C 300MHz 2.5GSPS 10kpts 1.2ns 84M7360 = 
DS3052C 500MHz 5GSPS 10kpts 700ps 84M7362 = 
4 Channel 
DS3014C 100MHz 1.25GSPS 10kpts 3.5ns 84M7359 Se 
DS3034C 300MHz 2.5GSPS 10kpts 1.2ns 84M7361 = 
DS3054C 500MHz 5GSPS 10kpts 700ps 84M7363 = 
PIM_109370 
Custom Panel Meters = Call 800 859 1257 


Choose your own colors, text, and company logo 
Custom scale, range and pointer types 
Analog/Digital Meters, Sensors, Controllers and more 


Email panelmeters@newark.com 


PIM_5624808 


1.800.463.9275 © newark.com 


BENCH TEST EQUIPMENT 


SCILLOSCOPES & LOGIC ANALYZER 


DPO2000B / MSO2000B SERIES MIXED SIGNAL 
OSCILLOSCOPES 

Key Performance Specifications 

200, 100, 70 MHz Bandwidth Models 

@ 2 and 4 Analog Channel Models a) 
@ 16 Digital Channels (MSO Series) 

@ 1 GS/s Sample Rate on All Channels 

@ 1 Megapoint Record Length on All Channels 

@ 5,000 wim/s Maximum Waveform Capture Rate 
e 

E 

e 


Tektronix 
7 


| 


Og agg 0 _ 


Suite of Advanced Triggers 
‘ase of Use Features 

Wave Inspector® Controls Provide Easy Naviga- 
tion and Automated 

© Search of Waveform Data 

@ Filtervu™ Variable Low-pass Filter Allows for 
Removal of Unwanted Signal Noise while still 
Capturing High-frequency Events 

@ 29 Automated Measurements, and FFT Analysis 
for Simplified Waveform Analysis 

@ TekVPI® Probe Interface Supports Active, 
Differential, and Current Probes for Automatic 
Scaling and Units 

© 7 in. (180 mm) Widescreen TFT-LCD Color Display 

© Small Footprint and Lightweight - Only 5.3 in. (134 
mm) deep and 7 Ib. 14 oz. (3.6 kg) 

@ Five-year warranty 


MSO2024B 


@ USB 2.0 Device Port on Rear Panel for Easy 
Connection to a PC or Direct Printing to a Pict- 
Bridge®-compatible Printer 

© Optional 10//100 Ethernet Port for Network 
Connection and Video Out Port to Export the 
Oscilloscope Display to a Monitor or Projector 

Optional Serial Triggering and Analysis 

@ Automated Serial Triggering, Decode, and 
Search Options for I2C, SPI, CAN, LIN, and RS- 
232/422/485/UART 

Mixed Signal Design and Analysis (MSO Series) 

@ Automated Triggering, Decode, and Search on 


Connectivity Parallel Buses 
© USB 2.0 Host Port on the Front Panel for Quick © Multichannel Setup and Hold Triggering 
and Easy Data Storage 


Offering up to 200 MHz bandwidth and 1 GS/s sample rate, the MSO/DP02000B Mixed Signal Oscilloscope 
Series delivers advanced debug features at an entry-level price. With up to 20 channels for analyzing analog 
and digital signals, you can quickly find and diagnose problems in complex designs. To capture long windows 


of signal activity while maintaining fine timing resolution, the MSO/DPO2000B offers a deep record length of 1 
Mpoints standard on all channels. With Wave Inspector® controls for rapid waveform navigation and automated 
serial and parallel bus analysis, the MSO/DPO2000B Oscilloscope Series from Tektronix provides the feature- 
rich tools you need to simplify and speed debug of your complex design. 
Mfg. part no. DPO2AUTO Automotive Serial Triggering and Analysis Module enables triggering on packet level 
information on CAN and LIN buses, as well as analytical tools, such as digital views of the signal, bus views, 
packet decoding, search tools, and packet decode tables with time stamp information. 
Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ 
2 Channel 
DPO2002B 7OMHz 1GSPS 1Mpts 5ns 28W4944 — 
DPO2012B 100MHz 1GSPS 1Mpts 3.5ns 28W4946 = 
@ DPO2022B 200MHz 1GSPS 1Mpts 2.1ns 28W4948 = 
4 Channel 
DPO2004B 70MHz 1GSPS 1Mpts 5ns 28W4945 = 
DPO2014B 100MHz 1GSPS 1Mpts 3.5ns 28W4947 = 
DPO2024B 200MHz 1GSPS 1Mpts 2.1ns 28W4949 = 
PIM_208179 
Mixed Signal / Mixed Domain Oscilloscopes (MSO/MDO) 
Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. it 
2+16 Channel 
@ MSO2002B 7OMHz 1GSPS 1Mpts 5ns 28W4950 — 
MSO2012B 100MHz 1GSPS {Mpts 3.5ns 28W4952 ae 
@ MSO2022B 200MHz 1GSPS 1Mpts 2.1ns 28W4954 nee 
4+16 Channel 
MSO2004B 7OMHz 1GSPS 1Mpts 5ns 28W4951 = 
MSO2014B 100MHz 1GSPS {Mpts 3.5ns 28W4953 4890.00 
MSO2024B 200MHz 1GSPS 1Mpts 2.1ns 28W4955 5650.00 
PIM_5518698 
MDO3000 SERIES MIXED DOMAIN OSCILLOSCOPE: . 
SHIDSERIES : S Tektronix 
Key performance specifications L 
@ 2and 4 analog channel models ¥ 
@ 1 GHz, 500 MHz, 350 MHz, 200 


MHz, 100 MHz bandwidth models 
@ Bandwidth is upgradable (up to 
1 GHz) 
© Up to 5 GS/s sample rate 
@ 10M record length on all channels 
@ >280,000 wfm/s maximum wave- 
form capture rate 
© Standard passive voltage probes 
with 3.9 pF capacitive loading and 1 
GHz, 500 MHz, or 250 MHz analog 
bandwidth 
Key features 
@ FastAcq™ high-speed waveform capture rate finds 
elusive signal anomalies quickly 
© Wave Inspector® Controls provide easy navigation 
and automated search of waveform data 
© 33 automated measurements and waveform histo- 
Today's integrated designs need an oscilloscope that is just as integrated - such as the MDO3000 Mixed 
Domain Oscilloscope (MDO) Series. It is the ultimate 6-in-1 integrated oscilloscope that includes an integrated 
spectrum analyzer, arbitrary function generator, logic analyzer, protocol analyzer, and digital voltmeter/counter. 
The MDO3000 is completely customizable and fully upgradeable. Add the instruments and performance you 
need now - or later. 


grams for simplified waveform analysis 
@ TekVPI® probe interface directly sup- 
ports active, differential, and current probes 
for automatic scaling and units 
© Qin. (229 mm) WVGA widescreen color display 
@ Small footprint and lightweight - Only 5.8 in. (147 
mm) deep and 9.2 Ib. (4.2 kg) 


> CONTINUED > 
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OSCILLOSCOPES & LOGIC ANALYZERS 


MDO3000 SERIES MIXED DOMAIN OSCILLOSCOPES (CONT.) 


MDO4000C SERIES MIXED DOMAIN OSCILLOSCOPES (CONT.) 


Sampling | Memory | Rise | Price Each_ Sampling Rise | Price Each_ 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. i+ Mfg. Part No. Bandwidth Rate Time Stock No. 1+ 
2 Channel 4 Channel 
MDO3012 100MHz 25GSPS_|_10Mpts 4ns 29X1614_ | 6020.00 MD04054C:SA3 500MHz 2.5GSPS 700ps 68Y7757 —_| 28800.00 
MDO3022 200MHz 2.5GSPS 10Mpts 2ns 29X1616 = MDO4054C:SA6 500MHz 2.5GSPS 700ps 68Y7759 33730.00 
MDO3032 350MHz 2.5GSPS 10Mpts 1.14ns 29X1618 = MDO4104C:SA0 1GHz 5GSPS 350ps 68Y7761 = 
MDO3052 500MHz 2.5GSPS 10Mpts 800ps 29X1620 — MDO4104C:SA3 1GHz 5GSPS 350ps 68Y7763 34400.00 
MDO3102 1GHz 5GSPS 10Mpts 400ps 29X1622 —- MDO4104C:SA6 1GHz 5GSPS 350ps 68Y7765 39330.00 
4 Channel PIM_5575503 
MDO3014 100MHz 2.5GSPS 10Mpts 4ns 29X1615 7190.00 
MpOs02s 200MHZ | 25GSPS | 1OMpis | _2ns_| 29x1617_| 8040.00 5 SERIES MSO MIXED SIGNALI OSCILLOSCOPES . 
MD03034 350MHz 25GSPS | 10Mpts | 1.14ns | 29x1619 | 45000.00 Performance Tektronix 
MDO3054 500MHz 2.5GSPS 10Mpts 800ps 29X1621 20200.00 @ Bandwith up to 2 GHz ———— ee 
MDO3104 1GHz 5GSPS 10Mpts | 400ps | 29X1623 | 24800.00 : sr mi up to 125 Mpoints 
igital Inputs 
4 Channel, Complies with the General Services Administration (GSA) Federal Supply e peer Logic Probes each provide 8 digital 
Schedule channels 
MDO3014GSA 100MHz 2.5GSPS 10Mpts 4ns 44X2654 = Operating System 
MDO3024GSA 200MHz 25GSPS | 10Mpts 2ns 44X2656 = 7 i OS to run PC software on the 
MDO3034GSA 350MHz 2.5GSPS 10Mpts 1.14ns 44X2658 = Signal Generation 
MDO3104GSA 1GHz 5GSPS 10Mpts 400ps 44X2662 _ @ Add a built-in Arbitrary/Function Generator eda Fel 
PIM 211622 Advanced Analysis r = 
~ © Serial Decode/Trigger support for key buses — = 
like 12C, SPI, USB 2, Ethernet, CAN, LIN, many others 
= @ Advanced Jitter Analysis 
MSO/DPOS000B SERIES OSCILLOSCOPES Tektronix The 5 Series MSO offers better visibility into complex systems by offering four, six and eight channel models with 
© Wave Inspector® navigation with WA a large 15.6” high definition (1,920 x 1,080) display. Many applications, such as embedded systems, threephase 


Advanced Search and Mark 


power electronics, automotive electronics, power supply design, and DC-to-DC power converters, require the 


@ Parallel and serial bus triggering observation of more than four analog signals to verify and characterize device performance, and to debug 
and decode challenging system issues. 
e : digital Lanai’ Leseecientt Sampling | Memory | Rise Price Each 
e ong record leng standard recor ” . 
length of 25M/channel, optional up Mfg. Part No. Bandwidth Rate Depth Time | Stock No. 1+ 
io 125M points/channel) 4 Channel 
: sahil Ua ei ral — MS054:5-BW-350 360MHz | 6.25GSPS | 62.5Mpts | 1.15ns ] 17AC9283 = 
pacitance passive voltage probing 
with up to 1 GHz bandwidth MSO54GSA‘5-BW-350 | 350MHz | 6.25GSPS | 62.5Mpts | 1.15ns | 17AC9287 = 
@ FastAcq maximum waveform MSO54:5-BW-500 500MHz | 6.25GSPS | 62.5Mpts | 800ps | 17AC9284 — 
capers of >250,000 waveforms inetcey bes ana MSO54GSA‘5-BW-500 | 500MHz | 6.25GSPS | 62.5Mpts | 800ps | 17AC9288 = 
pe waa e ass © compliance : 
¢ FastFrame segmented memory acquisition © Windows 7 Ulimate 64-bit operating system MSO54:5-BW-1000 1GHz | 6.25GSPS | 62.5Mpts | 400ps | 17AC9281 = 
© Optional analysis for jitter and eye diagram © Standard removable solid state disk drive (=480 MSO54GSA‘5-BW-1000 1GHz __| 6.25GSPS | 62.5Mpts | 400ps | 17AC9285 = 
measurements, serial compliance test, power GB) MS0O54:5-BW-2000 2GHz | 6.25GSPS | 62.5Mpts | 225ps | 17AC9282 = 
bila il ania ih alta ® Field upgradeable MOS capabity MSOS54GSA:5-BW-2000 | 2GHz | 6.25GSPS | 62.5Mpts | 225ps | 17AC9286 
Sampling | Memory Rise Price Each 6 Channel 
Mfg. PartNo._| Bandwidth Rate Depth | Time _JEEStockiNo: if MSO56:5-BW-350 350MHz | 6.25GSPS | 62.5Mpts | 1.15ns | 17AC9291 = 
4+16 Channel : MSO56GSA‘5-BW-350 | 350MHz | 6.25GSPS | 62.5Mpts | 1.15ns | 17AC9295 = 
MSO50348 So0Me acs = 25Mpis_| _‘ns__[IaUIO22 = MISO56:5-BW-500 500MHz | 6.25GSPS | 62.5Mpts | 800ps | 17AC9292 as 
MSO50548 SOOMIe SGSPS | 25Mpts_| 700ps _MIMAG222 = MSO56GSA:5-BW-500 | S00MHz | 6.25GSPS | 625Mpts | 800ps | 17AC9296 = 
MSO51046° iene 10GSPS_|_50Mpts_| 350ps_|aliaiOz2a = MSO56:5-BW-1000 1GHz | 6.25GSPS | 62.5Mpts | 400ps | 17AC9289 = 
MSOs2046 a 10GSPS | 50Mpis_| 175ps_ BaD 226 = MSOS56GSA:5-BW-1000 | 1GHz | 6.25GSPS | 62.5Mpts | 400ps | 17AC9293 = 
4 Channel - MSO56:5-BW-2000 2GHz | 6.25GSPS | 62.5Mpts | 225ps | 17AC9290 = 
peoonae seu SesPS | 25Mpts_| ‘ins LAX? = MSO56GSA5-BW-2000 | 2GHz | 6.25GSPS | 62.5Mpls | 225ps | 17AC9294 = 
DPO5054B 500MHz 5GSPS 25Mpts | 700ps | 17X0194 = a Chanel 
DPO51048 a 10GSPS__| S0Mpts_| 350ps _[RRIUISS = MISO58:5-BW-350 350MHz | 6.25GSPS | 62.5Mpts | 1.15ns | 17AC9299 = 
DPOS2048 ous 10GSPS_| _50Mpts_| 175ps_RNIMNUIS = MSO58GSA‘5-BW-350 | 350MHz | 6.25GSPS | 62.5Mpts | 1.15ns | 17AC9303 ag 
PIM_211453 MSO58:5-BW-500 500MHz | 6.25GSPS | 62.5Mpts | 800ps | 17AC9300 25 
MSO58GSA‘5-BW-500 | 500MHz | 6.25GSPS | 62.5Mpts | 800ps | 17AC9304 = 
MDO4000C SERIES MIXED DOMAIN Tektronix MSO058:5-BW-1000 1GHz | 6.25GS 62.5Mpts | 400ps | 17AC9297 =s 
OSCILLOSCOPES 7 MSOS58GSA:5-BW-1000 | 1GHz | 6.25GSPS | 62.5Mpts | 400ps | 17AC9301 = 
@ 4 analog channels 5-RW- =e 
ACES CE: ee eoNE MSO58:5-BW-2000 2GHz_ | 6.25GSPS | 62.5Mpts | 225ps | 17AC9298 
bandwidth models MSO58GSA:5-BW-2000 | 2GHz | 6.25GSPS | 62.5Mpts | 225ps | 17AC9302 = 
@ Bandwidth is upgradeable (up to 1 GHz) PIM_5732894 


@ Up to 5 GS/s sample rate 

© Standard passive voltage probes with 3.9 pF 
capacitive loading 1GHz or 500MHz analog 
bandwidth 

Instrument Options: 


Your 


DEVELOPMENT 


Z EDUCATION 


g RESEARCH 


@ SA3 suffix: Integrated spectrum analyzer with @ SA6 suffix: Integrated spectrum analyzer with & MAKERS & DESIGN 
frequency range of 9 kHz to 3 frequency range of 9 kHz to 6 GHz DISTRIBUTOR : 
aalenges Evely MDONOONE Telrse powers Wipe, eaten anlabata alin rel ony 0% 
ier orehed analog, digital and RF signal aa at the same ‘ime Wea for wireless asin Supporting your journey at Z PROTOTYPE PRODUCTION ~ 
in loT and EMI troubleshooting. The MDO4000C is completely customizable and fully upgradable. every stage & TEST 7 & MAINTENANCE 
Sampling Rise Price Each 
Mfg. Part No. Bandwidth Rate Time Stock No. 1+ PIM 5793904 
4 Channel 
MD04024C:SA0 200MHz 2.5GSPS 1.75ns 68Y7743 = 
MDO04024C:SA3 200MHz 2.5GSPS 1.75ns 68Y7745 16500.00 
MDO4024C:SA6 200MHz 2.5GSPS 1.75ns 68Y7747 21430.00 
MD04034C:SA0 350MHz 2.5GSPS ins 68Y7749 = 
MDO4034C:SA3 350MHz 2.5GSPS ins 68Y7751 22900.00 
MDO4034C:SA6 350MHz 2.5GSPS ins 68Y7753 27830.00 
MDO4054C:SA0 500MHz 2.5GSPS 700ps 68Y7755 = 
> CONTINUED > 
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DPO7000 SERIES DIGITAL PHOSPHOR 


OSCILLOSCOPES 

Key performance specifications 

© 3.5 GHz, 2.5 GHz, 1 GHz, and 500 
MHz bandwidth models 

@ Up to 40 GS/s real-time sample rate 

on one channel, up to 20 GS/s on 

o channels, and up to 10 GS/s on 

hree or four channels 

© Up to 500 megapoint record length 

with MultiView Zoom™ 

@ >250,000 wfms/s maximum wave- 


Tektronix 
7 


SS \ 


BENCH TEST EQUIPMENT 
CILLOSCOPES & LOGIC ANALYZERS 


INFINIIVISION 2000 X-SERIES 

OSCILLOSCOPES 

@ 70MHz, 100MHz and 200MHz 
bandwidth 

© 2or4 analog channels (DSO) + 8 
digital channels (MSO) 

@ Up to 2 GSa/s sampling rate 

@ High resolution 8.5-inch WVGA 
(800 x 480) display 

© Up to 50,000 wims/s update rate 

© Fast, responsive MegaZoom IV 
deep memory, 100 kpts 


KEYSIGHT 


TECHNOLOGIES 


—= Eee 


= fo 


form capture rate with FastAcq™ @ Industry-exclusive WaveGen built-in ® Connectivity: USB host (one front, one back), USB 
e FastFrame™ segmented memory function generator (optional) device, LAN (optional), GPIB (optional) 
acquisition mode with >310,000 © Upgradable bandwidth, MSO, WaveGen built-in © Dimensions (H x W x D): 8.05 x 14.98 x 5.57” 
waveforms per second capture rate analysis 20MHz function generator and measurement @ Standard 3-year warranty 
@ User-selectable bandwidth limit filters for better low-frequency 7 Tee Probe Interface supports active applications 
measurement accuracy differential, and current probes for automatic S: Li M Ri Price Each 
Key features scaling andiunits ; ampling lemory tise | Frice Each 
© Pinpoint® Triggering provides the most flexible e121 2 (307 mm) bright XGA display with touch Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ 
and highest performance triggering, with over 1400 oan 2+8 Channel 
ae a to address virtually any triggering onnectivity @ MSOX2002A 7OMHz 2GSPS_ | 100kpis | 5ns_ | 2179321 = 
: ; ‘ : @ USB Host Ports on the front and side panels 
® Visual Trigger and Search precisely qualifies for quick and easy data storage, printing, and @ MSOX2012A 100MHz 2GSPS 100kpts 3.5ns 2179323 = 
triggers and finds unique events in complex connecting USB peripherals @ MSOX2022A 200MHz 2GSPS 100kpts 1.75ns 2179325 = 
7 eile ae and Mark to find specific events ° Integrated 10/100/1000BASE-T Ethernet port for 2 Channel 
ji network connection and Video Out port to export @ DSOX2002A 70MHz 2GSPS | 100kpis | 5ns | 2179315 = 
in the entire waveform 
, é the oscilloscope display to a monitor or projector 
© MyScope® custom control windows and right © Microsoft® Windows 7 64-bit operating system @ DSOX2012A 100MHz 2GSPS 100kpts 3.5ns 2179317 nas 
mouse click menus for exceptional efficiency or « pea 5 
© 53 automated measurements, waveform histo- oe and integration into your @ DSOX3012A 100MHz 4GSPS 2Mpts 3.5ns 2179286 5020.00 
grams, and FFT analysis for simplified waveform ® LXI Class C compliant @ DSOX2022A 200MHz 2GSPS 100kpts 1.75ns 2179319 = 
Tektronix understands that engineers rely on an oscilloscope throughout their design cycle, from prototype turn- 4+8 Channel 
on to production testing. The DPO7000 Series oscilloscopes’ unique capabilities combined with exceptional @ MSOX2004A TOMHz 2GSPS 100kpts 5ns 2179322 = 
signal acquisition performance and analysis accelerate your measurement tasks. @ MSOX2014A 100MHz 2GSPS 100kpts 3.5ns 2179324 = 
Sampling Memory Rise | Price Each _ @ MSOX2024A 200MHz 2GSPS 100kpts | 1.75ns | 2179326 = 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ 4 Channel 
4 Channel @ DSOX2004A 70MHz 26SPS | 100kpts 5ns 2179316 = 
DPO7054C 500MHz 20GSPS 5OMpts | 460ps_| 3779540 = @ DSOX2014A 100MHz 2GSPS | 100kpts | 3.5ns | 2179318 = 
DPO7104C 1GHz 20GSPS 5OMpts | 300ps_| 4173423 _ DSOX2014A-TAA 100MHz 2GSPS | 100kpts | 3.5ns | 4774371 = 
DPO7254C 2.5GHz 40GSPS 50Mpts 160ps 4172156 = @ DSOX2024A 200MHz 2GSPS 100kpts | 1.75ns | 2179320 = 
DPO7354C 3.5GHz 40GSPS 50Mpts 115ps 4173420 = DSOX2024A-TAA 200MHz 2GSPS 100kpts 4.75ns 4774373 we 
PIM_211514 PIM_211801 
INFINIIVISION® 1000 X-SERIES OSCILLOSCOPES KEYSIGHT __INFINIIVISION 3000 X-SERIES OSCILLOSCOPES KEYSIGHT 


Professional Measurements and Accessible Expertise at Your 


Fingertips 

The InfiniiVision 1000 X-Series 
Oscilloscopes Have Many Options 
to Choose From: 

Frequency response analysis (Bode 


TECHNOLOGIES 


GORREBO 


@ 100MHz, 200MHz, 350MHz, 500MHz and 1GHz bandwidth 

@ 2 or 4 analog channels + 16 digital 
channels (MSO) 

@ Up to 4 GSa/s sampling rate 

@ High resolution 8.5-inch WVGA 
(800 x 480) display 


TECHNOLOGIES 


Plot) (EDUX1002G and DSOX1102G © Up to 1,000,000 wims/s update rate 
only) © Fast, responsive MegaZoom IV 
@ Gain and phase plot utilizing the deep memory, up to 4M ; 
scope’s built-in WaveGen to sweep Os feil= 2p > Ys © Serial protocol analyzer (optional) 
from 20 Hz up to 20 MHz — — © Upgradable bandwidth, memory, 
WaveGen function generator MSO, WaveGen built-in 20MHz 
(EDUX1002G and DSOX1102G only) @ 5-digit accuracy up to oscilloscope bandwidth function generator and measurement applications 
© Built-in 20 MHz function generator with a modula- Features © Connectivity: USB host (one front, one back), USB device, LAN 
tion capability @ 50 MHz to 100 MHz (optional), GPIB (optional) 
Serial protocol analyzer (with additional software) ® See more signal detail with 50,000 wims/sec @ Dimensions (H x W x D): 8.05 x 14.98 x 5.57” 
© Communication protocols 12C, UART/RS-232, and update rate @ Standard 3-year warranty 
automotive protocols CAN, LIN @ Make professional measurements, including mask, 5 s Price Each 
Digital voltmeter math, FFT, analog bus, and protocol triggering/ ; Sampling | Memory Rise [MeRICSLESCE 
© Both the digital voltmeter (DVM) and triggered decode Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ 
oscilloscope measurements can be made with the ® Quickly learn how to use; Oscilloscopes have 2+16 Channel 
same connection builtin help and training signals @ MSOX3012A TooMHz | 4GSPS_| 2Mpts | 36ns | 2179293 | 7172.00 
Frequency counter © Educators can easily set up teaching labs with the S 
free Educator's Resource Kit @ MSOX3032A 350MHz 4GSPS 2Mpts ins 2179296 | 12471.00 
InfiniiVision 1000 X-Series oscilloscopes are engineered to give you quality, industry-proven technology at @ MSOX3052A 500MHz 4GSPS 2Mpts 700ps 2179298 =| 15238.00 
unbelievably low prices. Keysight’s 4th generation MegaZoom technology enables a faster waveform update MSOX3102A 4GHz 5GSPS 2Mpts 450ps 7575129 17891.00 
rate than other oscilloscopes in this class (up to 50,000 waveforms per second with no compromise as you 2Ch 1 
turn on measurements). Oscilloscopes come standard with a 3-year manufacturer's warranty (upgradable to anne! 
5 years). @ DSOX3012A 4100MHz 4GSPS 2Mpts 3.5ns 2179286 5020.00 
Sampling | Memory | Rise Price Each @ DSOX3032A 350MHz 4GSPS 2Mpts ins 2179289 | 10342.00 
Mfg. Part No. Bandwidth Rate Depth | Time | Stock No. 1+ @ DSOX3052A 500MHz 4GSPS 2Mpts 700ps 2179291 13092.00 
2+1 Channel DSOX3102A 1GHz 5GSPS 2Mpts 450ps 7515127 | 15740.00 
@ EDUX1002A 50MHz 1GSPS | 100kpts | 7ns | 06AC0358 = 4+16 Channel 
@ DSOX1102A 70MHz 2GSPS iMpts | Sns | 06AC0353 = @ MSOX3014A 100MHz 4GSPS 2Mpts 3.5ns 2179294 8132.00 
2+1 Channel, With Bandwidth Upgrade (100MHz) @ MSOX3024A 200MHz 4GSPS 2Mpts 1.75ns 2179295 8822.00 
DSOX1102A/DSOX1B7T 102 100MHz 2GSPS iMpts | 3.5ns | 06AC0354 -— @ MSOX3034A 350MHz 4GSPS 2Mpts ins 2179297 | 14565.00 
2+1 Channel, With Function Generator @ MSOX3054A 500MHz 4GSPS 2Mpts 700ps 2179299 | 18941.00 
@ EDUX1002G 50MHz 1GSPS | 100kpts | 7ns | 06AC0359 |} 738.00 MSOX3104A 1GHz 5GSPS 2Mpts 450ps 7515130 | 22986.00 
@ DSOX1102G 70MHz 2GSPS {Mpts | 5ns | 06AC0355 ae 4 Channel 
2+1 Channel, With Function Generator and Bandwidth Upgrade (100MHz) @ DSOX3014A 100MHz 4GSPS 2Mpts 3.5ns 2179287 5981.00 
DSOX1102G/DSOX1B7T102 100MHz 2GSPS iMpts | 3.5ns | 06AC0356 = @ DSOX3024A 200MHz 4GSPS 2Mpts 1.75ns 2179288 6670.00 
PIM_5718413 @ DSOX3034A 350MHz 4GSPS 2Mpts ins 2179290 | 12416.00 
@ DSOX3054A 500MHz 4GSPS 2Mpts 700ps 2179292 | 16790.00 
DSOX3104A 1GHz 5GSPS 2Mpts 450ps 7515128 | 20835.00 
PIM_211802 


1.800.463.9275 © newark.com 
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BENCH TEST EQUIPMENT 


INFINIIVISION® 3000T X-SERIES OSCILLOSCOPES KEYSIGHT 


TECHNOLOGIES 


Av a aoe os a aa 


4 Channel 


2 Channel 


© 6-in-1 instrument integration 

@ Time/frequency domain correlation 
@ 5 GS/s Sampling Rate 

@ 4 Mpts Record Length 


Features: 

@ 8.5-inch capacitive touch screen 

@ Designed for touch interface 

@ Exclusive InfiniiScan Zone touch trigger 
© Wide range of serial decodes 


The 3000T X-Series takes everything that was revolutionary about the A model oscilloscopes from Keysight 
and adds a capacitive touch screen, a user interface designed for touch, and the exclusive Zone touch trigger, 


all combined with an industry-leading uncompromised update rate of 1 million wfm/s to give you the confidence 
that you're seeing all of your signal detail, and the ability to discover any issues.The addition of new analysis 
capabilities help you solve your hardest problems quickly. The 3000T X-Series once again redefines what you 
can expect in a general purpose oscilloscope by providing all of the performance and capability you need to get 
to measurement insights faster. 
Sampling Memory Rise Price Each 

Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ 
2+16 Channel 
@ MSOX3012 100MHz 5GSPS 4Mpts 3.5ns 93X6310 5573.60 
@ MSOX3022 200MHz 5GSPS 4Mpts 1.75ns 93X6312 6318.40 
@ MSOX3032 350MHz 5GSPS 4Mpts ins 93X4496 9692.00 
@ MSOX3052 500MHz 5GSPS 4Mpts 700ps 93X4499 | 11842.40 
@ MSOX3102 1GHz 5GSPS 4Mpts 450ps 93X6315 | 13904.80 
2 Channel 
@ DSOX3012T 100MHz 5GSPS 4Mpts 3.5ns 93X4209 3901.60 
@ DSOX3022T 200MHz 5GSPS 4Mpts 1.75ns 93X4211 4648.00 
@ DSOX3032T 350MHz 5GSPS 4Mpts ins 93X4213 8036.80 
@ DSOX3052T 500MHz 5GSPS 4Mpts 700ps 93X4215 | 10173.60 
@ DSOX3102T 1GHz 5GSPS 4Mpts 450ps 93X6955 | 12232.00 
4+16 Channel 
@ MSOX3014T 100MHz 5GSPS 4Mpts 3.5ns 93X6311 6318.40 
@ MSOX3024T 200MHz 5GSPS 4Mpts 1.75ns 93X6313 6855.20 
@ MSOX3034T 350MHz 5GSPS 4Mpts ins 93X4497 | 11319.20 
@ MSOX3054T 500MHz 5GSPS 4Mpts 700ps 93X6314_ | 14719.20 
@ MSOX3104T 1GHz 5GSPS 4Mpts 450ps 93X6316 | 17864.80 
4 Channel 
@ DSOX3014T 100MHz 5GSPS 4Mpts 3.5ns 93X4210 4648.00 
@ DSOX3024T 200MHz 5GSPS 4Mpts 1.75ns 93X4212 5182.40 
@ DSOX3034T 350MHz 5GSPS 4Mpts ins 93X4214 9649.60 
@ DSOX3054T 500MHz 5GSPS 4Mpts 700ps 93X4216 | 13047.20 

DSOX3104T 1GHz 5GSPS 4Mpts 450ps 93X6956 | 16032.00 
PIM_5465337 
INFINIIVISION 4000 X-SERIES OSCILLOSCOPES KEYSIGHT 


TECHNOLOGIES 


@ 200 MHz to 1.5 GHz bandwidth, 4 Mpts memory 
standard, DSO and MSO models 

@ Up to 1,000,000 waveform updates/sec 

@ 12.1-inch capacitive touch display — 40% larger 
than competitive scopes integrated 3-digit voltmeter and serial analysis 

@ Industry's only InfiniiScan Zone touch triggering including USB 

These 200 MHz to 1.5 GHz oscilloscopes deliver waveform update rates 20 times faster than the competition, 

the power of MegaZoom IV smart memory, and an intuitive GUI - all with a capacitive touch screen interface. 

Experience the speed with the ability to find the most difficult problems in your design with 1 million waveforms/ 

sec update rate, MegaZoom IV smart memory and standard segmented memory. Experience the usability of the 

first oscilloscope designed for touch capability with the industry's largest 12.1-inch capacitive touch display and 

innovative InfiniiScan Zone touch triggering. Experience the integration of 5 instruments in one: oscilloscope, 

logic analyzer, serial protocol analyzer, WaveGen built-in dual channel 20MHz arbitrary/function generator, and 

integrated 3-digit voltmeter, with the ability to upgrade your scope at any time for complete investment protection. 


@ MegaZoom IV uncompromised smart memory with 
segmented memory standard 

@ Fully upgradable — bandwidth, MSO, dual-channel 
WaveGen built-in 20-MHz arb/function generator, 


> CONTINUED > 
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INFINIIVISION 4000 X-SERIES OSCILLOSCOPES (CONT.) 


Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ 
2 Channel 
DSOX4022A 200MHz 5GSPS 4Mpts 1.75ns 28W2466 5869.60 
DSOX4032A 350MHz 5GSPS 4Mpts ins 28W2468 | 10121.60 
DSOX4052A 500MHz 5GSPS 4Mpts 700ps 28W2470 | 12360.80 
4 Channel 
DSOX4024A 200MHz 5GSPS 4Mpts 1.75ns 28W2467 6548.00 
DSOX4034A 350MHz 5GSPS 4Mpts ins 28W2469 | 12200.80 
DSOX4054A 500MHz 5GSPS 4Mpts 700ps 28W2471 15804.80 
DSOX4104A 1GHz 5GSPS 4Mpts 450ps 28W2472 | 19617.60 
DSOX4154A 1.5GHz 5GSPS 4Mpts 300ps 28W2473 | 21705.60 
PIM_211803 
Mixed Signal / Mixed Domain Oscilloscopes (MSO/MDO) 
Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ 
2+16 Channel 
MSOX4022A 200MHz 5GSPS 4Mpts 1.75ns 28W2474 8955.20 
MSOX4032A 350MHz 5GSPS 4Mpts ins 28W2476 13225.60 
MSOX4052A 500MHz 5GSPS 4Mpts 700ps 28W2478 15446.40 
4+16 Channel 
MSOX4024A 200MHz 5GSPS 4Mpts 1.75ns 28W2475 9610.40 
MSOX4034A 350MHz 5GSPS 4Mpts ins 28W2477 15287.20 
MSOX4054A 500MHz 5GSPS 4Mpts 700ps 28W2479 18892.00 
MSOX4104A 1GHz 5GSPS 4Mpts 450ps 28W2480 | 22702.40 
MSOX4154A 1.5GHz 5GSPS 4Mpts 300ps 28W2481 24864.00 
PIM_5518707 
INFINIIVISION DSOX/MSO 6000 X-SERIES DIGITAL KEYSIGHT 


STORAGE/MIXED SIGNAL OSCILLOSCOPES 

1 GHz to 6 GHz, DSO or MSO models 

New bandwidth standard: 

@ Portable, 1 GHz to 6-GHz available; 
go online or call, 20-GSa/s model 

@ 210-yVrms noise floor at 1 mV/ 
div (6 GHz) 

@ 115-~Vrms noise floor at 1 mV/ 
div (1 GHz) 

New visualization standard: 

@ > 450,000 wims/sec update rate 

@ Hardware InfiniiScan Zone touch = See - es 
trigger CO Ooo); im 2 @ * 

@ 12.1-inch capacitive multi-touch 
screen 


TECHNOLOGIES 


© 6 instruments in 1 (now with 10-digit counter) 


@ Histogram, color grade, jitter analysis (option), @ Standard multi-language voice contro! 
real-time eye diagram analysis (option) and more @ Bandwidth and options are upgradable 
New integration standard: 
6000 X-Series has 6-in1 integration, combining digital channels, serial protocol analysis, a built-in dual-channel 
waveform generator, built-in digital multimeter, and built-in 10-digit counter with totalizer. It also integrates multi- 
language voice control for the first time in an oscilloscope. It weighs only 6.8 kg, measures only 15.4 cm deep, 
and consumes only 200 W, making the 6000 X-Series an exceptionally environmentally friendly multi-GHz 
portable oscilloscope. 
Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ 
2+16 Channel 
MSOX6002A 1GHz 20GSPS 4Mpts 350ps 49Y0973 | 20137.60 
2 Channel 
DSOX6002A 1GHz 20GSPS 4Mpts 350ps 49Y0971 16308.00 
4+16 Channel 
MSOX6004A | 1GHz 20GSPS 4Mpts 350ps 490974 24079.20 
4 Channel 
DSOX6004A | 1GHz 20GSPS 4Mpts 350ps 49Y0972 | 20248.00 
PIM_5575134 
RTB SERIES DIGITAL OSCILLOSCOPES & 
© 70 MHz to 300 MHz 
© 10-bit ADC ( ROHDE & SCHWARZ 
@ 10 Msample standard memory 
@ 10.1" capactive touchscreen 
Power of ten (10-bit ADC, 10 Msample memory and 
10.1” touchscreen) combined with smart operating 
concepts make the RTB2000 digital oscilloscope 
the perfect tool for university laboratories, for 
troubleshooting embedded designs during Ao Games 5 oo be 
development and for production and service = = ee 
departments. 
> CONTINUED > 
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RTB SERIES DIGITAL OSCILLOSCOPES (CONT.) 


Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. ‘he 
2+16 Channel 
RTB2K-72M 70MHz 1.25GSPS 10Mpts 5ns 11AC0565 2915.00 
RTB2K-102M 100MHz 1.25GSPS 10Mpts 3.5ns 11AC0554 3375.00 
RTB2K-202M 200MHz 1.25GSPS 10Mpts 1.75ns 11AC0557 4215.00 
RTB2K-302M 300MHz 1.25GSPS 10Mpts 1.15ns 11AC0561 5470.00 
2 Channel 
RTB2K-72 70MHz 1.25GSPS 10Mpts 5ns 11AC0564 — 
RTB2K-102 100MHz 1.25GSPS 10Mpts 3.5ns 11AC0553 2300.00 
RTB2K-202 200MHz 1.25GSPS 10Mpts 1.75ns 11AC0556 3230.00 
RTB2K-302 300MHz 1.25GSPS 10Mpts 1.15ns 11AC0560 4395.00 
4+16 Channel 
RTB2K-74M 70MHz 1.25GSPS 10Mpts 5ns 11AC0567 3880.00 
RTB2K-104M 100MHz 1.25GSPS 10Mpts 3.5ns 11AC0555 4370.00 
RTB2K-204M 200MHz 1.25GSPS 10Mpts 1.75ns 11AC0559 5110.00 
RTB2K-304M 300MHz 1.25GSPS 10Mpts 1.15ns 11AC0563 6475.00 
4 Channel 
RTB2K-74 70MHz 1.25GSPS 10Mpts ns 11AC0566 me 
RTB2K-104 100MHz 1.25GSPS 10Mpts 3.5ns 08AC3743 3305.00 
RTB2K-204 200MHz 1.25GSPS 10Mpts 1.75ns 11AC0558 4010.00 
RTB2K-304 300MHz 1.25GSPS 10Mpts 1.15ns 11AC0562 5390.00 
PIM_5700242 
100MHz DIGITAL STORAGE OSCILLOSCOPE BK PRECISION 


2190E SERIES 


TBD il | 


= 


Features & Benefits: 
@ 100 MHz, | GSa/s sample rate © 12 different language user interfaces and context 
© 800x480 pixel 7” TFT color display sensitive help 
@ Long waveform memory up to 40,000 points @ Special EDU mode allows educators to disable 

@ Five different math functions — Add, Subtract, Auto set button, Measure menu, and Cursors menu 
Multiply, Divide, and FFT @ Front panel USB host port for saving and recalling 


@ Versatile triggering capabilities including pulse waveform setups, data, and screen shots on a 
width, line-selectable video, slope, and alternating USB flash drive 
rigger @ LAN and USBTMC-compliant USB device port for 
© 32 automatic measurements remote PC control 
@ Advanced tools include digital filter with adjustable | @ GPIB connectivity with optional USB-to-GPIB 


imits, pass/fail testing, and waveform recorder adapter 
The 2190E combines performance and value all in one portable solution. With 100 MHz bandwidth and 1 
GSa/s sample rate, these oscilloscopes offer advanced triggering capabilities, long waveform memory up to 
40,000 points, and extensive features such as pass/fail limit testing, digital filtering, waveform recorder, and 32 
automatic measurements. 
Engineered to allow you to see more of your signal under test, the 2190E widescreen 7” TFT display offers a 
significantly larger viewing area than typical economy oscilloscopes (5.7”). 
Maximize productivity with PC connectivity via LAN, and USB. The downloadable PC software lets you easily 
capture, save, and analyze measurement results. All oscilloscope parameters can be controlled via a PC without 
the need for programming. 
The 2190E oscilloscope is ideal for applications in education, design and debug, service and repair. 

PC software is provided (free download at B&K Precision’s website at www.bkprecision.com) for seamless 
integration between the oscilloscope and PC. Capture and transfer waveforms, screen images, setups and 


measurement results to a Windows PC via the USB device port on the back of the instrument. A USB host port 
on the front and rear allows for quick and easy screen saving. 
Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ 
0+2 Channel 
@ 2190E 100MHz 1GSPS 40kpts 3.5ns | 01AC7354 469.00 
PIM_5714567 


2550 SERIES DIGITAL STORAGE OSCILLOSCOPES BK PRECISION 


RoHS 
Compliant 
Available 


'@ © © Sf 


2-Channel 


4-Channel 


@ PC software that lets you remotely control the 
oscilloscope and capture, save, and analyze 
waveform data 

@ Front and rear panel USB host port for convenient 
storing and recalling of waveform data, setups, and 
screenshots on a USB flash drive 


Bandwidth up to 300 MHz 

2 GSa/s sample rate 

4-channel acquisition (on select models) 
Large 7” widescreen color display 

32 automatic measurements 

FFT plus four additional math functions 
Built-in context sensitive help system © Standard LAN (supports SCPI) and USB device 
500 input coupling port (USBTMC compliant) for remote PC control 
The 2550 series digital storage oscilloscopes deliver performance and value in 2-channel and 4-channel 
configurations. With bandwidth from 70 MHz to 300 MHz and 2 GSa/s sample rates, these oscilloscopes offer 
24 kpts/Ch waveform memory, 32 automatic measurements, and advanced triggering capabilities including math 
functions. Engineered to allow you to see more of your signal under test, the 2550 series’ widescreen 7” TFT 
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2550 SERIES DIGITAL STORAGE OSCILLOSCOPES (CONT.) 


display offers a significantly larger viewing area than typical economy oscilloscopes (5.7”). 


Sampling | Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. ‘he 

2 Channel 
@ 2552 7OMHz 2GSPS 24kpts 5ns 88W3118 = 
@ 2554 100MHz 2GSPS 24kpts 3.5ns 88W3830 = 
@ 2556 200MHz 2GSPS 24kpts 1.8ns 53W5493 = 
@ 2558 300MHz 2GSPS 24kpts 1.2ns 53W5495 = 
4 Channel 
@ 2553 70MHz 2GSPS 24kpts 5ns 53W5491 1435.00 
@ 2555 100MHz 2GSPS 24kpts 3.5ns 53W5492 1670.00 
@ 2557 200MHz 2GSPS 24kpts 1.8ns 53W5494 = 
@ 2559 300MHz 2GSPS 24kpts 1.2ns 53W5496 = 
PIM_209446 


GDS-1000A-U SERIES DIGITAL STORAGE 


GW INSTEK 


OSCILLOSCOPES 
Simply Reliable 
€\ 
= 
& 
= 
5 
@ 
Features: ® Up to 27 auto measurements 


@ Versatile math function: +, -, x, FFT, FFTrms, 
Zoom FFT 

@ 5.7" Color TFT LCD Display 

© USB host and device ports 


@ 150/100/70 MHz Bandwidth, 2 input channels 

® 1GSa/s Real-time and 25GSa/s equivalent-time 
sampling rate 

@ 2 Mega point record length 

© 2mV to 10V vertical scale ® Go/NoGo function 

® ‘ns to 50s horizontal range © Data logger 

The GDS-1000A-U series provide a unique solution. The GDS-1000A-U lineup includes GDS-1152A-U, GDS- 

1102A-U and GDS-1072A-U three models. Operating at 150, 100 or 70 MHz with a real-time sampling rate of 

1GSa/s, the GDS-1000A-U employs MemoryPrime technology . Using MemoryPrime technology, the GDS- 

1000A-U is able to overcome the problems associated with memory constraints. High sample rates, rarely found 


in traditional DSOs, can be maintained over longer periods of time, without effecting performance. 
Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. the 
2 Channel 
GDS-1102A-U 100MHz 1GSPS 2Mpts 3.5ns 7979535 Sas 
GDS-1152A-U 150MHz 1GSPS 2Mpts 2.3ns 7979536 Se 
PIM_213080 


GDS-1000B SERIES DIGITAL STORAGE 
OSCILLOSCOPES 

50/70/100MHz bandwidth selections, 2ch or 4ch input 
@ 10M maximum memory depth for each channel 

© 7° 800 x 480 WVGALCD display 

© 256 color gradient display function to strengthen 
waveform performance 

1Mpts FFT frequency domain signal display 

Zero Key function for horizontal time, vertical 

voltage and triggering 

© Compact and innovative exterior design 

The GDS-1000B series demonstrates impeccable 
functionalities with an extremely ordinary price, which 


GW INSTEK 


Simply Reliable 


allows customers to realize the true meaning of 
bigger bang for the buck. Although, the GDS-1000B 
series is under the category of general purpose oscilloscopes, the full functionalities within this simple-in-look 
oscilloscope, including parameter measurement, cursor indication, digital voltage meter, and data logging, 
surpasses the same category oscilloscopes in the market. All applications of the GDS-1000B series can be 
applied to the educational field and the fundamental R&D units of the industrial sector. 
Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ 
2 Channel 
GDS-1072B 70MHz 1GSPS 10Mpts 5ns 515254 = 
GDS-1102B 100MHz 1GSPS 10Mpts 3.5ns 515256 == 
4 Channel 
GDS-1054B 50MHz 1GSPS 10Mpts Sns 515253 = 
GDS-1074B 70MHz 1GSPS 10Mpts 5ns 515255 = 
GDS-1104B 100MHz 1GSPS 10Mpts 3.5ns 515257 ae 
PIM_5470694 
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GDS-2000A SERIES VISUAL PERSISTENCE 
DIGITAL STORAGE OSCILLOSCOPES 


2-Channel 
© 300MHz/200MHz/100MHz/70MHz Bandwidth ,2 or 


4 Input Channel 


© 2GSa/s Real-time Sampling Rate and 100GSa/s 


Equivalent Time Samp 


@ 2MegaPoints Record Length 


@ mV /div to 10V/div of 
@ ins/div to 100s/div of 
© 80,000 wim/s of Wave' 


@ 8 inch 800*600 High Resolution TFT LCD Display 
© Built-in Segmented Memory and Waveform Search 


Functions to Optimize 


EQUIPMENT 


GW INSTEK 


Simply Reliable 


RoHS _ 
Compliant 
Available 


4-Channel 


Length 

@ Zoom Window and Play/Pause can Rapidly 
Navigate the Waveforms 

@ 36 Automatic Measurement Functions Offers 
Various Measurement Selections 

© Optional 8 or 16 digital channel with Logic 
analyzer(MSO) 

© Optional Function Generator 

@ Flexible Remote Control Connectivity(Stand- 
ard:USB ;Option:LAN/GPIB) 


ing Rate 
Vertical Range 


ime Base Range 
form Update Rate 


he Efficiency of Record 


GDS-2000A Series Digital Storage Oscilloscope offers 2 and 4-channel configurations and wide bandwidth 
selections, including 300MHz, 200MHz, 100MHz and 70MHz. Each model provides 2GSa/s maximum real- 
time sampling rate and 100GSa/s high-speed equivalent-time sampling rate. Equipped with an 8-inch 800 x 
600 high-resolution TFT LCD display, 1mV/div to 10V/div vertical range and ‘ns/div to 100s/div time base, the 
GDS-2000A Series is able to faithfully demonstrate waveforms of complicated and obscure signals. The GDS- 
2000A Series provides 2Mega point record length, and Waveform Search and Segmented Memory functions 
as standard features. The events of interest can be captured and saved into the Segmented Memory, which can 
be divided into 2048 sections, for observation, while the irrelevant waveforms can be ignored. Consequently, 
the overall efficiency of memory usage can be enhanced. Under Waveform Search mode, after the input signal 
is triggered, the GDS-2000A Series is able to Search and Mark the waveform sections, which comply with 
user-defined search condition and threshold level within the whole memory. Meanwhile, with Zoom window and 
Play/Pause button to scroll through whole displayed waveform, the user can rapidly navigate all the waveforms 
in an efficient way. 


Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ 
2 Channel 
GDS-2072A 7O0MHz 2GSPS 2Mpts 5ns 47W9232 = 
GDS-2102A 100MHz 2GSPS 2Mpts 3.5ns 47W9234 = 
GDS-2202A 200MHz 2GSPS 2Mpts 1.75ns 47W9236 = 
GDS-2302A 300MHz 2GSPS 2Mpts 1.17ns 47W9238 Eas 
4 Channel 
GDS-2074A 70MHz 2GSPS 2Mpts 5ns 47W9233 = 
GDS-2104A 100MHz 2GSPS 2Mpts 3.5ns 479235 = 
GDS-2204A 200MHz 2GSPS 2Mpts 1.75ns 47W9237 = 
GDS-2304A 300MHz 2GSPS 2Mpts 1.17ns 47W9239 = 
PIM_210119 


GDS-2000E SERIES DIGITAL STORAGE 


GW INSTEK 


OSCILLOSCOPES 
Simply Reliable 
Li) a 
Features: @ High and Low Pass Digital Filter Functions 
@ 200/100/70MHz Bandwidth Selection; 2 or 4 @ 29,000 Sections of Segmented Memory and 
Channels Waveform Search Functions 


@ Standard 10M Maximum Memory Depth and VPO 
Waveform Display Technology 

@ Waveform Update Rate of 120,000 wim/s 

© 8" WVGATFT LCD Display 

@ FFT with Maximum 1M points to Provide Higher 
Frequency Domain Resolution Measurement 

The GDS-2000E digital oscilloscope features bandwidth selections of 200MHz, 100MH, and 70MHz. Two- 

channel model provides 1GSa/s real-time sampling rate for each channel; four-channel model provides 1GSa/s 

maximum real-time sampling rate. The 8-inch 800*480 TFT LCD display and the minimum 1mV/div vertical 

range allow the GDS-2000E series to measure complex feeble signals and clearly display measurement results. 

Short memory depth collocating with the high sampling rate allows users to observe fast-changing waveforms 

and, on the other hand, long memory depth aims for continuously changing waveforms. The GDS-2000E series 

is equipped with waveform search and segmented memory functions to expand the flexible applications of 10M 

long memory. The segmented memory can be divided the maximum into 29,000 sections for users to bypass 


@ |2C/SPI/UART/CANILIN Serial Bus Trigger and 
Decoding Function 

@ Data Log Function Tracks Signal Changes Up To 
100 hours 

@ Provide Remote Internet Storage Function 


any unimportant waveforms so as to swiftly search all required waveforms. With the function, more meaningful 
waveforms can be saved and target waveforms can be displayed rapidly. With the waveform search function, 
users can rapidly search desired waveforms according to the required trigger conditions. 
Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ 

2 Channel 

@ GDS-2072E 70MHz 1GSPS 10Mpts 5ns 398839 = 

@ GDS-2102E 100MHz 1GSPS 10Mpts 3.5ns 3978842 Bess 

@ GDS-2202E 200MHz 1GSPS 10Mpts 1.75ns 39Y8845 = 
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GDS-2000E SERIES DIGITAL STORAGE OSCILLOSCOPES (CONT.) 


Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ 
4 Channel 
@ GDS-2074E 7OMHz 1GSPS 10Mpts 5ns 39Y8840 ss 
@ GDS-2104E 100MHz 1GSPS 10Mpts 3.5ns 398843 — 
@ GDS-2204E 200MHz 1GSPS 10Mpts 1.75ns 3978846 = 
PIM_5465810 


GDS-3000 SERIES DIGITAL STORAGE 


OSCILLOSCOPES 
5GSa/s RT or 100GSa/s ET Sampling Rate 
Independent Memory for Each Channel om 
VPO Technology | a 
Le 
5 


GW INSTEK 


Simply Reliable 


e 
e 

© Large 8-inch 800x600 Display 
© Split Screen Function 
e 
e 
e 


3 Built-in Impedances (500/750/1MQ) 
Power Analysis Software (Optional) 

Serial Bus Analysis Software for I2C, SPI and 
UART (Optional) 


y 


“"The GDS-3000 Series digital storage oscilloscopes are full-featured and powerful tools that allow the user 


to tackle complex measurement issues with ease. The large 8” SVGA TFT LCD screen, combined with the 
advanced digital signal processing technology - VPO, provides meticulous detail and clarity for the displayed 
waveforms. The GDS-3000 Series gives you confidence not to miss any part of the test signal inthe product 
verification and debugging stages and allows you to speed up your task without hesitation.”” 
Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. the 

2 Channel 

@ GDS-3502 500MHz 4GSPS 25kpts 700ps 87W7785 3525.00 
4 Channel 

@ GDS-3504 500MHz 4GSPS 25kpts 700ps 27W9818 4425.00 
PIM_5470702 


2 & 4 CHANNEL DIGITAL STORAGE 


TENMA 


OSCILLOSCOPES 

e 4 Channel Features: 

2 Channel Features: @ Analog channels and 2GS/s real-time sampling 

@ 150,000 wims/s Waveform Acquisition Rate rate 

@ 16Mpts Memory Depth © Dual time base function; unrivaled waveform detail 
© 800 x 480, 7 inches widescreen LCD displays observation and analysis capabilities 

© Special Print Screen Feature © 3-1/2 digital multimeter 

@ Edge, Video, Pulse, Slop and Alternate trigger © Supports plug-and-play USB storage devices and 


functions 
© 24 automatic and 2 advanced measurements 
@ Unique waveform recording and replay function 


capable of communicating with a computer 
© USB drive system software upgrade 
© Built-in FFT and Multiple waveform mathematics 


@ Supports plug-and-play USB storage device. Com- functions (including add, subtract, multiply and 
munication with and remote control of computer divide) 
through the USB device. @ Edge, Video, Pulse Slop and Alternate trigger 
© 6 digital Trigger frequency counter functions 
@ USB drive system software upgrade 
Sampling Memory Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ 
2 Channel 
72-7615 60MHz 1GSPS 16Mpts 5.8ns 52Y8793 = 
72-7620 100MHz 1GSPS 16Mpts 3.5ns 52Y8794 697.68 
72-7625 200MHz 1GSPS 16Mpts 1.8ns 528795 — 
72-7640 200MHz 2GSPS 16Mpts 1.8ns 52Y8798 1717.96 
72-7635 300MHz 2GSPS 16Mpts 1.2ns 52Y8797 1903.68 
4 Channel 
72-7630 300MHz | 2GSPS 24kpts 1.2ns 52Y8796 2294.30 
PIM_5514270 


4-CHANNEL DIGITAL STORAGE OSCILLOSCOPES 


@ Analog channels and 2GS/s 
real-time sampling rate 

@ Dual time base function; unrivaled 
waveform detail observation and 


TENMA 
RoHS 

epiin pliant 
Available 


a 
oe f33~1-3;'5 

- —_ 
ns 


analysis capabilities aa a 
@ 3-1/2 digital multimeter 22848 @:1-) 
© Supports plug-and-play USB 2 y 

storage devices and capable of e ey aan Ed 

communicating with a computer = i) 


@ USB drive system software upgrade ] 
© Built-in FFT and Multiple waveform 
mathematics functions (including 
add, subtract, multiply and divide) 
@ Edge, Video, Pulse Slop and Alternate trigger functions 
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PicoScope® 2000 SERIES PC-BASED OSCILLOSCOPES (CONT.) 


Sampling | Memory Rise | Price Each Memory | Rise Price Each 
Mfg. Part No. Bandwidth Rate Depth Time Stock No. 1+ Mfg. Part No. Bandwidth | Sampling Rate | Depth | Time | Stock No. 1+ 
4 Channel Channels: 4 Channel 
@ 72-8725 100MHz 2GSPS 24kpts 3.5ns 5979193 1483.63 PICOSCOPE 2405A 25MHz 500MSPS 48kpts | 14ns | 81¥4880 | 539.00 
72-7630 300MHz 2GSPS 24kpts 1.2ns 52Y8796 2294.30 PICOSCOPE 2406B 50MHz 1GSPS 32Mpts | 7ns | 81Y4884 699.00 
PIM_5514272 PICOSCOPE 2407B 7OMHz 1GSPS 64Mpts 5ns 81Y4882 979.00 
PICOSCOPE 2408B 100MHz 1GSPS 128Mpts | 3.5ns | 81Y4883 | 1335.00 
BITSCOPE MICRO PC OSCILLOSCOPE & MICRO PIM_212417 


BitScope 


ANALYZER 


Digital + Analog 


Features: 

@ Dual Channel Digital Storage Oscilloscope with up 
to 12 bit analog sample resolution and high speed 
real-time waveform display 

© Captures eight logic/timing signals together with 
sophisticated cross-triggers for precise multi-chan- 
nel mixed signal measurements 


problems with ease 
© Display analog waveforms and their spectra 
simultaneously in real-time 
© Generate an arbitrary waveform and capture 
analog & digital signals concurently or create 
programmable logic and/or protocol patterns 
@ Record to disk anything BitScope can capture, 
© Capture and analyze SPI, CAN, I2C, UART & logic allows off-line replay and waveform analysis 
timing concurrently, solving complex system control @ User programmable, C/C++, Python, VM API 
BitScope “Micro” Model 5 is the world’s first mixed signal scope to include a powerful logic protocol analyzer, 
waveform & pattern generator, spectrum analyzer and data recorder in one tiny lightweight and waterproof USB 
powered package. It is fully user programmable, captures digital and analog signals simultaneously at high 


PICOSCOPE® 3000 SERIES USB-POWERED 


pico 


OSCILLOSCOPES LZ 
Technology 

PicoScope® 3000 Series @ 400 V differential inputs 

@ 200 MHz analog bandwidth © 12 bit resolution 

© 1 GS/s real-time sampling @ 5 MHz bandwidth 

@ 512 MS buffer memory @ 20 MS/s sampling 

@ 100,000 waveforms per second @ 512,000 sample buffer memory 

@ 16 channel logic analyzer (MSO models) ® Serial decoding included 

@ Arbitrary waveform generator @ Mask limit testing included 

@ USB 3.0 connected and powered @ USB connected and powered 

© Serial decoding and mask testing as standard @ 5 year warranty 

@ Windows, Linux and Mac software @ Windows, Linux and Mac software 


PicoScope 3425 


speed to 12k buffer and can stream continously direct to disk. BitScope Micro is compatible with Raspberry Pi, zs . 4 Pane, 
Windows, Mac OS X and Linux on x86 and ARM. It’s your ideal test and measurement companion. BSO5P is a PicoScope 3000 Series USB-powered PC oscilloscopes are small, light, and portable and can easily slip into a 
kit that includes BSO5U BitScope and BNC Power Adapter MP02A. laptop bag while offering a range of high-performance specifications. 
c These oscilloscopes offer 2 or 4 analog channels and a built-in function / arbitrary waveform generator. MSO 
Price Each models add 16 digital channels. 

Mfg. Part No. Bandwidth Sampling Rate Stock No. 1-19+ The PicoScope 3000 Series also includes the PicoScope 3425. This has differential inputs that allow you to 
Channels: 2+6 Channel measure signals that are not referenced to ground.ith a maximum common mode and differential range of 400 
© BS05U OMHz ZOMSPS 74X7819 70 V, the PicoScope 3425 is capable of measuring both high voltage and low level signals. 

@ BSO5P 20MHz 40MSPS 51Y5800 156.58 Memory | Rise EricelEachy 
Mfg. Part No. Bandwidth | Sampling Rate | Depth | Time | Stock No. 1+ 
Eee Channels: 2+16 Channel 
PICOSCOPE 3203D MSO | _50MHz 1GSPS 64Mpts | 7ns | 39Y8650 999.00 
Band- Input Price Each PICOSCOPE 3204D MSO | _70MHz 1GSPS 128Mpts | 5.8ns | 85X3581 | 1185.00 
Mfg. Part No. width Voltage Attenuation Stock No. 1+ PICOSCOPE 3205D MSO | _100MHz 1GSPS 256Mpts | 3.5ns | 85X3583 | 1495.00 
Passive PICOSCOPE 3206D MSO | 200MHz 1GSPS 512Mpts | 1.75ns | 85X3585 | 1955.00 
@ PRB-01 100 MHz 600 VDC 4:4, 10:1 50Y 2688 53.02 Channels: 2 Channel 
@ PRB-02 300 MHz 1.5kV 100:1 502689 57.27 PICOSCOPE 3203D 50MHz 1GSPS 64Mpts | 7ns | 39Y8649 639.00 
@ PRB-04 60 MHz 600 VDC 1:1, 10:1 502690 37.09 PICOSCOPE 3204D 70MHz 1GSPS 128Mpts | 5ns | 39Y8651 879.00 
PIM_5576243 PICOSCOPE 3205D 100MHz 1GSPS 256Mpts | 3.5ns | 39Y8652 | 4145.00 
PICOSCOPE 3206D 200MHz 1GSPS 512Mpts | 1.75ns | 39Y8653 | 1655.00 
PicoScope® 2000 SERIES PC-BASED - » Channels: 4+16 Channel 
OSCILLOSCOPES Pp 1CO PICOSCOPE 3403D MSO | S0MHz | 1GSPS | 64Mpis | 7ms | 39Y8655 | 1365.00 
RNA PICOSCOPE 3404D MSO | 60MHz 1GSPS 128Mpts | 5.8ns | 85X3582 | 1675.00 
Technology PICOSCOPE 3405D MSO | 100MHz 1GSPS 256Mpts | 3.5ns | 85X3584 | 2165.00 
PICOSCOPE 3406D MSO | 200MHz 1GSPS 512Mpts | 1.75ns | 85X3586 | 2835.00 
Channels: 4 Channel 
PICOSCOPE 3403D 50MHz 1GSPS 64Mpts | 7ns | 39Y8654 | 1015.00 
PICOSCOPE 3404D 70MHz 1GSPS 128Mpts | 5ns | 39Y8656 | 1345.00 
© 2 or 4 analog channels © Up to 128 MS buffer memory PICOSCOPE 3405D 100MHz 1GSPS 256Mpts | 3.5ns | 39Y8657 | 1835.00 
@ MSO models with 16 digital channels © Built-in arbitrary waveform generator 
© Up to 100 MHz bandwidth © USB-connected and powered PICOSCOPE 3406D 200MHz 1GSPS 512Mpts | 1.75ns | 39Y8658 | 2505.00 
@ Up to 1 GS/s sampling rate PIM_203527 


PicoScope 2000A models all deliver excellent waveform visualization and measurement to 25 MHz for a range 
of analog and digital electronic and embedded system applications. They are ideal for education, hobby and 
field service use. PicoScope 2000B models have the added benefits of deep memory (up to 128 MS), higher 
bandwidth (up to 100 MHz) and faster waveform update rates, to carry out advanced analysis of your waveform, 
including serial decoding and plotting frequency against time. 


Memory | Rise Price Each 
Mfg. Part No. Bandwidth | Sampling Rate | Depth | Time | Stock No. 1+ 
Channels: 2+16 Channel 
PICOSCOPE 2205AMSO | 25MHz 200MSPS 16kpts | 14ns | 81Y¥4873 | 539.00 
PICOSCOPE 2206B MSO | SOMHz 1GSPS 32Mpts | 7ns | 81¥4875 | 719.00 
PICOSCOPE 2207B MSO | 70MHz 1GSPS 64Mpts | 5ns | 81Y4877 | 909.00 
PICOSCOPE 2208B MSO | 100MHz 1GSPS 128Mpts | 3.5ns | 81Y4879 | 1185.00 
Channels: 2 Channel 
PICOSCOPE 2204A 10MHz 100MSPS 8kpts | 35ns | 18X2829 | 165.00 
PICOSCOPE 2204A-D2 10MHz 100MSPS 8kpts | 35ns | 78X4278 | 4129.00 
PICOSCOPE 2205A 25MHz 200MSPS 16kpts | 14ns | 18X2830 | 269.00 
PICOSCOPE 2206B 50MHz 500MSPS 32Mpts | 7ns | 81Y4874 | 419.00 
PICOSCOPE 2207B 7O0MHz 1GSPS 64Mpts | 5ns | 81Y4876 | 589.00 
PICOSCOPE 2208B 100MHz 1GSPS 128Mpts | 3.5ns | 81Y4878 | 809.00 
> CONTINUED > 
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PICOSCOPE 4000/4444 SERIES HIGH-RESOLUTION : ; 
PC OSCILLOSCOPES pico 


Technology 


PicoScope 4444 


PicoScope 4424 
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PICOSCOPE 4000/4444 SERIES HIGH-RESOLUTION PC OSCILLOSCOPES 


io hee 

4424/4224 Series - Features: 

@ 20 MHz oscilloscope and FFT spectrum analyzer 

@ 26 automatic measurements 

@ Mask limit testing with alarms 

© Serial bus decoding 

@ Per-channel low-pass filtering 

© Software resolution enhancement to 16 bits 

® Math channels with basic and advanced functions 

© Reference waveforms 

@ Waveform buffer with up to 10,000 segments and 
overview window 

@ Digital color and analog intensity persistence 
display modes 

© XY mode 

PicoScope® 

4444 - Features: 

© 4true differential inputs 

@ Flexible 12- or 14-bit resolution 

@ 20 MHz bandwidth 

© Up to 400 MS/s sampling rate 


@ Reject common-mode voltages in electronic and 
biomedical applications 

© Safely probe single and 3-phase voltages with 
1000 V CAT Ill probes 

@ Measure power drawn by mobile and loT device 

Model Kit / Contents: 

@ PICOSCOPE 4224 - 2 Channel high-precision 
USB oscilloscope 

@ PICOSCOPE 4224 KIT - 2 Channel high-precision 
USB oscilloscope with 2x passive x1/x10 60MHz 
probes, USB 2.0 cable, PicoScope CD software, 
quick start guide, carrying case 

@ PICOSCOPE 4424 - 4 Channel high-precision 
USB oscilloscope 

@ PICOSCOPE 4424 KIT - 4 Channel high-precision 
USB oscilloscope with 4x passive x1/x10 60MHz 
probes, USB 2.0 cable, PicoScope CD software, 
quick start guide, carrying case 

@ PICOSCOPE 4444 - High-resolution differential 
oscilloscope 

© PICOSCOPE 4444 1000 V CAT Ill - High-resolu- 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


PICOSCOPE® 5000 SERIES FLEXIBLE 


pico 


RESOLUTION 
OSCILLSCOPES SEZ" 
Technology 


4-Channel 


@ Up to 10GS/s equivalent-time sampling 

@ Up to 200MHz spectrum analyzer 

@ Up to 512MS buffer memory © Built-in function generator or AWG 

® Up to 1GS/s real-time sampling @ USB-connected 

Pico Technology continues to push the limits of PC oscilloscope design. The new PicoScope® 5000 Series 
scopes have a significantly different architecture in which multiple high-resolution ADCs can be applied to the 
input channels in different time-interleaved and parallel combinations to boost either the sampling rate or the 
resolution. Careful front-end design and shielding reduces noise, crosstalk and harmonic distortion. In 2-channel 
mode the 5000 Series scopes can be powered from USB only, making them ideal for the engineer on the 
move. The external power supply is only needed when operating more than 2 channels. The 5000 Series 


@ Flexible resolution, from 8 to 16 bits 
@ Up to 200MHz analog bandwidth 


: 256 MS capture memory — : tion differential oscilloscope with 3x PicoConnect oscilloscopes are suitable for field use in many applications, such as design, research, test, education, service 
© High common-mode rejection ratio 442 1000V CAT Ill passive differential voltage and repair. Each PicoScope® 5000 Series oscilloscope kit comes with probes specifically trimmed to match 
© Balanced high-impedance inputs for a low circuit probes and 1x TA271 single-ended D9-BNC the performance of your oscilloscope. Pico Technology now offers both Windows and Linux drivers for this 
load | : adaptor ; Oscilloscope Series. 
@ Intelligent probe interface @ PICOSCOPE 4444 STANDARD KIT - High-reso- - 
© Measure differential signals with a single lution differential oscilloscope with 3x PicoConnect Memory | Rise Price Each 
channel 441 1:1 passive differential voltage probes and 1x Mfg. Part No. Bandwidth | Sampling Rate | Depth | Time | Stock No. 1+ 
@ Measure non-ground-referenced signals TA271 single-ended D9-BNC adaptor Channels: 2 Channel 
Memory | Rise Price Each PICOSCOPE 5242A | 60MHz 1GSPS 16Mpts | 5.8ns | 87W8218 = 
Mfg. Part No. Bandwidth | Sampling Rate| Depth | Time | Stock No. 1+ PICOSCOPE 5242B 60MHz 4GSPS 32Mpts | 5.8ns | 87W8219 ma 
Channels: 2 Channel PICOSCOPE 5243A | _100MHz 1GSPS G4Mpts | 5.8ns | 87W8220 = 
PICOSCOPE 4224 20MHz 80MSPS 32Mpts | 17.5ns | 60R4920 a PICOSCOPE 5243B 100MHz 1GSPS 128Mpts | 5.8ns | 87W8221 = 
PICOSCOPE 4224 KIT 20MHz | 80MSPS | 32Mpts | 17.5ns] 60R4917 = PICOSCOPE 52444 | 200MHz 1GSPS 256Mpts | SGns | 87W8222 = 
Channels: 4 Channel PICOSCOPE 52448 _| _200MHz 1GSPS | 512Mpts | 5.8ns | 87w8223 = 
PICOSCOPE 4444 1000 10MHz 5OMSPS 256Mpts | 35ns }12AC7131| 2275.00 Channels: 4 Channel 
V CAT Ill 
PICOSCOPE 5442A 60MHz 1GSPS 16Mpts | 5.8ns | 87W8224 = 
Es a a —* = —— feze100 PICOSCOPE 5442B 60MHz 1GSPS 32Mpts | 5.8ns | 87W8225 = 
eeane ae ; De leee 1825/00) PICOSCOPE 5443A | 100MHz 1GSPS 64Mpts | 5.8ns | 87W8226 = 
PICOSCOPE 4424 KIT 20MHz 80MSPS | 32Mpts | 17.5ns] 60R3595 = PICOSCOPE 5443B_| _100MHz 1GSPS 128Mpts | 5.8ns | 87W8227 = 
PIM 175979 PICOSCOPE 5444A 200MHz 1GSPS 256Mpts | 5.8ns | 87W8228 — 
- PICOSCOPE 5444B 200MHz 1GSPS 512Mpts | 5.8ns | 87W8229 = 
PIM_209988 


PICOSCOPE® 4262 HIGH RESOLUTION USB 


OSCILLIOSCOPE 

@ Low noise 

© 16 MS buffer 

10 MS/s sampling 

@ Advanced digital triggers 

Arbitrary waveform generator 

@ USB powered 

PicoScope 4262 from Pico Technology is a 
2-channel, 16-bit high-resolution oscilloscope with 
a built-in low-distortion signal generator. With its 
5 MHz bandwidth, it can easily analyze audio, 


1cO 


Technology 


ultrasonic and vibration signals, characterize noise in switched mode power supplies, measure distortion, and 
perform a wide range of precision measurement tasks. 
Memory | Rise Price Each 
Mfg. Part No. Bandwidth | Sampling Rate Depth Time | Stock No. 1+ 
Channels: 2 Channel 
PICOSCOPE 4262 SMHz | 10MSPS 16Mpts | 70ns | 6376404 1455.00 
PIM_5732936 


PICOSCOPE 4824 HIGH PRECISION PC 


OSCILLOSCOPE 


cin 


@ High-performance arbitrary waveform generator 
@ SuperSpeed USB 3.0 interface 
© Split-screen waveform viewing 


1coO 


Technology 


@ Low sine and pulse distortion 
© Advanced digital triggers 
© Serial bus decoding 


Offering 8 channels and 12-bit resolution with one ADC per channel, the PicoScope 4824 delivers the 
functionality you need to make precision, time-correlated waveform measurements on multiple channels and a 
wide range of signal types. Combining high resolution technology with 256 Msamples buffer memory, powerful 
debug tools and a built-in arbitrary waveform generator, the PicoScope 4824 is the ideal oscilloscope for precise 
measurements and rapid debug. Tools such as Mask Limit Testing, Serial Bus Decoding, Advanced Digital 


Triggers and Persistence Mode help to track problems for rapid troubleshooting. Waveforms are captured in 
high resolution, making it easy to distinguish signal from noise to ease debug and analysis. 
Memory | Rise Price Each 
Mfg. Part No. Bandwidth | Sampling Rate | Depth Time | Stock No. 1+ 
Channels: 8 Channel 
PICOSCOPE 4824 20MHz 80MSPS 256Mpts 17.5ns | 38X6261 = 
PIM_212413 


PICOSCOPE 6000 SERIES HIGH PERFORMANCE 


pico 


USB 
OSCILLOSCOPES CW 
Technology 
@ 4channels @ Hi-speed USB 3.0 connection to PC 
@ Up to 500MHz bandwidth © Serial bus decoding and mask limit testing built-in 
@ 5GS/s real-time sample rate © Supplied with a full SDK including example 
@ Up to 2 GS buffer memory programs 
@ Arbitrary waveform generator and spectrum © Supports Linux, Windows XP, Vista and Windows 
analyzer 7and8 
The PicoScope 6000 Series scopes have the best bandwidth, sampling rate and memory depth of any USB 
oscilloscopes. These features are backed up by advanced software developed with the help of feedback from 
customers. 
Memory | Rise Price Each 
Mfg. Part No. Bandwidth | Sampling Rate | Depth | Time | Stock No. 1+ 
Channels: 
TA133 500MHz 4871735 229.00 
Channels: 4 Channel 
PICOSCOPE 6402C 250MHz 5GSPS 256Mpts | 1.4ns | 08X2004 = 
PICOSCOPE 6402D 250MHz 5GSPS 512Mpts | 1.4ns | 08X2005 a 
PICOSCOPE 6403C 350MHz 5GSPS 512Mpts | ‘ins | 08X2006 = 
PICOSCOPE 6403D 350MHz 5GSPS 1Gpts ins | 08X2007 = 
PICOSCOPE 6404C 500MHz 5GSPS 1Gpts | 0.7ns | 08X2008 _ 
PICOSCOPE 6404D 500MHz 5GSPS 2Gpts | 0.7ns | 08X2009 | 6673.50 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1+ 
TAO66 Basic Probe Accessory Kit | Pico TA061 Oscilloscope Probe | 60R5430 30.00 
TAO67 Standard Probe Accessory Kit | Pico TA061 Oscilloscope Probe | 60R5431 50.00 
PIM_175980 
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PICOSCOPE® 6407 HIGH PERFORMANCE USB = ® 
DIGITIZER 
~ZZ-— 


Technology 


@ 4 GHz bandwidth @ Advanced digital triggers 
© 1 GS buffer size © Built-in function generator 
@ 5 GS/s real-time sampling @ USB-connected 
Includes PicoScope 6407 USB Digitizer, USB cable, Universal AC adaptor, Tough carry case, PicoScope 
oscilloscope software, Software development kit, Free software updates, 5 year warranty. 


Memory | Rise Price Each 
Mfg. Part No. Bandwidth | Sampling Rate | Depth Time | Stock No. 1+ 
Channels: 4 Channel 
PICOSCOPE 6407 1GHz 5GSPS 1Gpts | 350ps | 6376403 eas 
PIM_212414 


TRUE RMS AC+DC BENCH MULTIMETERS BK PRECISION 


(ne (ace) ae) (Ps) eC] 
9 22S e | 


5492B / 5492GPIB 


2831E 


2831E / 5491B 

© Basic VDC accuracy of up to 0.02% 

@ Up to 25 readings per second measurement rate 

@ AC volt and amp measurement over wide frequen- 
cy range (ACV 100kHz/ACI 20kHz) 

@ Limit mode for Pass/Fail testing 

© Built-in math functions: Rel, Max/Min, dBm, dB, %, 
Hold, Compare 

© CATI (1000V)/CATII (300V) Protection 

© USB (Virtual Com) and RS-232 interface 

© SCPI compatible 

5492B / 5492BGPIB 


and event trigger 
© Two and four-wire resistance measurement up 
to 120MO 
@ AC voltage and AC current measurement over 
wide frequency range (ACV 100kHz/ACI 10kHz) 
@ AC (RMS) and DC current measurements up 
to 12A 
@ Limit mode for Pass/Fail testing 
© Save/recall up to 10 instrument settings 
© Built-in math functions: Rel, Max/Min, dBm, dB, %, 
Hold, Compare 
© CATI (1000 V)/CATII (300 V) protection 
© 0.01% basic VDC accuracy © USB (Virtual Com) and RS-232 interface 
@ Advanced triggering options such as external, bus © @ SCPI compatible 
2831E and 5491B are versatile and dependable bench-top multimeters suitable for applications in education, 
service & repair and manufacturing requiring basic and reliable measurements. Additionally, these instruments 
enhance your productivity with built-in math functions and USB connectivity, features not found in other bench 
meters in this price category. 5492B is a versatile bench multimeter suitable for applications in education, service 


repair, and manufacturing. The instrument enhances your productivity with built-in math functions and USB 
connectivity. Rel, Max/Min, dBm, dB, %, and Hold functions provide educators with a convenient tool to teach 
basic math concepts. Additionally, the 5492B offers powerful features not commonly found in other 5%- digit 
DMMs such as advanced triggering, buffer storage operation, and a GPIB interface option (5492BGPIB). 
Current | Current | Voltage | Voltage Price Each 
Mfg. Part No. Digits | ACMax | DCMax | ACMax | DC Max | Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Continuity, Diode, Frequency, Resistance 
@ 2831E 45 20A 20A 750V 1kV 53R0915 480.00 
@ 5491B 4.75 20A 20A 750V AkV 67R1991 590.00 
AC/DC Current, AC/DC Voltage, Continuity, Frequency, Resistance 
@ 5492B 5.5 12A 12A 750V 1kV 9472727 ess 
@ 5492BGPIB 5.5 12A 12A 750V 1kV 9472728 = 
PIM_84894 
FLUKE 8808A DIGITAL MULTIMETERS FLUKE. 
§.5-digit resolution 
Basic VDC accuracy of 0.01% Ge 
Dual display 


Dedicated DC leakage current measurement 

2x4 Wire Ohms measurement technique 

Six dedicated buttons for fast access to instrument 
setups 

@ Hi/Lo limit compare for pass/fail testing 

@ Three-year manufacturer's warranty 

Fluke-8808A 5.5-digit multimeter has a broad range of 
functions, measuring volts, ohms and amps. Six setup 
buttons for instrument presets on front panel. Includes 
TL71 test leads, line cord, spare line fuse, user manual 
on CD ROM. 


8808A 
Current | Current | Voltage | Voltage Price Each 
Mfg. Part No. Digits | AC Max | DC Max | AC Max | DC Max | Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Continuity, Diode, Frequency, Resistance 
8808A/SU 120V 5.5 10A 10A 750V 1kV 61M3747 1583.00 
8808A 120V 5.5 10A 10A 750V 1kV 61M3746 1223.00 
PIM_102969 


1.800.463.9275 © newark.com 


BENCH TEST EQUIPMENT 


CILLOSCOPES & LOGIC ANALYZER 


FLUKE-884xA SERIES BENCHTOP PRECISION DIGITAL 


FLUKE. 
MULTIMETERS 
© 2x4 Wire Ohms measurement technique Calibration 
© Analytical Modes: TrendPlot™, Histogram and EE 


Statistics 
@ RS-232, IEEE-488 and LAN interfaces 
@ USB Device Port for memory storage devices 
(Fluke-8846A Only) 
@ Popular DMM emulation modes 
@ Three-year manufacturer's warranty 
Fluke-8845A and Fluke-8846A, 6.5 digit precision 
multimeters have the precision and versatility to handle 
demanding measurements on the bench or in a system. 
Both models are designed to comply with IEC 61010- 


12000-1, ANSI/ISA-S82.01-1994, CAN/CSA-C22.2 
No.1010.1-92, 1000V CAT I/600V CAT II standards. 
Fluke-8846A 
Current | Current | Voltage | Voltage Price Each 
Mfg. Part No. Digits | ACMax | DCMax | ACMax | DCMax | Stock No. 1+ 


AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance, 
Temperature 


8845A 120V 6.5 10A 10A 1kV 1kV 83K1738 1400.00 
8846A 120V 65 10A 10A 1kV 1kV 83K1739 = 
PIM_88093 


DUAL DISPLAY 6 1/2 DIGIT DIGITAL MULTIMETER Gw INnSTEK 


Simply Reliable 


Features: 

© 6 1/2 Digit Display, 1,200,000 counts 

@ DCV Basic Accuracy : 0.0035% 

@ Dual Measurements to perform two selected 
measurements simultaneously 

@ Bright Vacuum Fluorescent Display (VFD) 

@ Provide AC+DC Voltage or Current Measurement 
Functions © Optional Interfaces : GPIB or LAN 

@ 11 Measurement Functions & 10 Math Functions @ Free PC software : DMM Viewer , LabVIEW Driver 

The GDM-8261A is a high precision 6 % digit Digital Multimeter with dual measurement displays, 11 

measurement functions and 10 math functions at high accuracy (35ppm DC voltage accuracy) to accommodate 

the most frequently performed parameter measurements in various application fields today. The GDM-8261A 

adopts a scanner card, which carries 16 V-Channels and 2 |-Channels, to facilitate the measurements 

of multiple-test points on either a device or multiple devices all at a press of a button. With this multi-point 

measurement capability it can be used as a semi-auto ATE System to increase the throughput of manufacturing 

test or as a data logger to perform long term monitoring or characterization of a DUT. 


@ High Resolution: Up to 100pA with DCI and 1nA 
with ACI Measurements 

© Temperature Measurement (RTD & Thermocouple) 
from -200°C ~ +1820°C 

@ High Transmission Speed: Up to 2,400 readings/ 
sec through the USB 

© Standard Interfaces : USB, RS232C, Digital I/O 


Current | Current | Voltage | Voltage Price Each 
Mfg. Part No. Digits | ACMax | DCMax | ACMax | DCMax | Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Continuity, Diode, Frequency, Resistance, Temperature 
@ GDM-8261A 6.5 10A 10A 750V AkKV 05X9262 = 
PIM_5465793 


DUAL DISPLAY 5 1/2 DIGIT DIGITAL MULTIMETER Gw INSTEK 


Features: 

© Dual measurement / dual display 

@ The basic precision of DC voltage: = 
0.012% sn 

@ True RMS (AC, AC+DC) Meas- 
urements 

© Auto/Manual selection 

Standard RS-232C and USB device 

interfaces 

@ 120,000 count display 

12 Different Measurement 

Functions: AC/DC Voltage, AC/DC 

Current, AC+DC Voltage/Current, 

2W/4W Resistance, Continuity 

Beeper, Diode Test, Capacitance, 

Frequency and Temperature 


Simply Reliable 


Current | Current | Voltage | Voltage Price Each 
Mfg. PartNo. | Digits | ACMax | DCMax | ACMax | DC Max | StockNo. 1+ 


AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance, 
Temperature 


@ GDM-8351 5.5 10A 10A 750V 1kV 
PIM_5465550 


39Y8837 578.00 


elementiy 1345 


BENCH TEST EQUIPMENT 


KEITHLEY 


A Tektronix Company 


DIGITAL MULTIMETERS 


eel 


2000 2001 2010 


2000 & 2000//2000-SCAN @ 15 measurement functions including 
@ 13 built-in measurement functions support for RTD and thermocouple C € 
@ 2000 readings/second at 4-1/2 digits temperature measurements 
© Optional scanner cards for multipoint measure- © Built-in ratio measurement function 
ments 2001, 2001/MEM4 & 2002 
@ |EEE-488 and RS-232 interfaces © Exceptional measurement integrity w/ high speed 
@ Fluke 8840//42 command set High speed function and range changing 
2010 Broad range of built-in measurement functions 
@ 100nVrms noise floor Multiple measurement display 
© 7ppm DCV repeatability Built-in 10-channel scanner option 
@ Built-in 10-channel scanner mainframe IEEE-488.2 and SCPI compatible 
© Dry circuit and low power measurement mode @ HP3458A emulation mode (Model 2002) 


Model 2000 & 2000/2000-SCAN 2001 & 2001/MEM1 
Digits 6-1/2 7-1/2 

DCV Max. Reading 1000V 
ACV Max. Reading 750V 775V (1100Vpk) 
ACV Bandwidth 3Hz to 300kHz 1Hz to 2MHz 
Ohms (2/4 Wire) Max. Reading 120MQ, 1GQ 

DCA Range 10mA to 3A 200uA to 2A 
ACA Range 1A to 3A 
ACA Bandwidth 


1100V 


3Hz to 5kHz 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


5-1/2 DIGIT USB DIGITAL MULTIMETERS (CONT.) 


Current | Current | Voltage | Voltage Price Each 
Mfg. Part No. Digits | AC Max | DC Max | AC Max | DC Max | Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 
2110-120 5.5 10A 10A 750V AkKV 44W8031 939.00 
2110-120-GPIB 5.5 10A 10A 750V AkKV 44W8032 — 
PIM_208465 
6-1/2 DIGIT USB DIGITAL MULTIMETER KEITHLEY 
i A Tektronix Company 


| 


meee) | CE® 


@ High precision 6-1/2 digit DMM for critical meas- sharing in both Microsoft® Word and Excel 
urements at a 5-1/2 digit price @ Rugged construction for durability in bench/ 
© 11 measurement functions cover most commonly portable applications 
measured parameters ® Selectable front/rear inputs facilitate bench or 
@ Fully specified accuracies on all functions for rack use 
|SO-compliant results @ Includes all accessories, such as startup software, 
@ TMC compliant USB 2.0 interface for use with USB cable, power cable, and safety test lead, for 
SCPI test programs lowest total cost 
® Included PC software utilities for graphing and data. @ CE compliant and UL listed 
Model 2100 USB Digital Multimeter has high accuracy (38ppm) and 6-1/2 digit resolution which is ideal for 
critical measurements. It features 11 measurement functions and 8 math functions to easily accommodate the 
most commonly measured parameters. All accessories, such as USB cable, probes, and software, are included. 
With its unique combination of high precision and low total cost of ownership, Model 2100 is an unbeatable 
value for R&D engineers, test engineers, scientists, and students making basic precision measurements on the 


Current | Current | Voltage | Voltage Price Each bench and in system applications. 
Mfg. Part No. Digits | AC Max | DC Max | AC Max | DC Max | Stock No. 1+ 2100/120 
AC/DC Current, AC/DC Voltage, Continuity, Diode, Resistance AC Current: 1A, 3A 
2000 6.5 3A 3A 750V 1kV 5878718 = DC Current: 10mA,100mA, 1A, 3A 
AC/DC Current, AC/DC Voltage, Continuity, Frequency, Resistance, Temperature AC Voltage: 100mV / 1V / 10V / 100V / 750V 
2010 75 si 3A 1kV 750V | 5917529 | 4780.00 DC Voltage: 100mV to 1000V 
ACIDC Current, AC/DC Voltage, Frequency, Period, Resistance, RTD, Temperature Resistance: 100ohm, tkohm, 10kohm, 100kohm, 1Mohm, 10Mohm, 100Mohm 
2000/2000-SCAN | 6.5 3A 3A | 750V 1kV 960035 _ Frequency: 3Hz to 300kHz 
ACIDC Current, AC/DC Voltage, Frequency, Resistance, Temperature Temperature: -200°C to +630°C 
2001 75 2h 2A 750V ‘th 4245238) || 7670.00 Current | Current | Voltage | Voltage Price Each 
2001/MEM1 75 2A 2A 750V 1kV 5977511 — Mfg. Part No. Digits | ACMax | DCMax | ACMax | DC Max | Stock No. 1+ 
2002. 8.5 2A 2A 750V 1kV 26R1845_| 10400.00 AC/DC Current, AC/DC Voltage, Continuity, Frequency, Resistance, Temperature 
PIM_197892 210/120 65 3A 3A 750V 1KV 5977566 | 1300.00 
PIM_197863 
5-1/2 DIGIT USB DIGITAL MULTIMETERS KEITH LEY 
— A Tektionhc Company 7 1/2 DIGIT GRAPHICAL SAMPLING TOUCHSCREEN KEITH LEY 
MULTIMETER 
C € ) A Tektronix Company 
Features: compact mode 


© GPIB option for use in system applications 

@ Includes PC software utilities for graphing and data 
sharing in both Microsoft® Word and Excel 

@ Rugged construction for durability in bench/ 
portable applications 

@ Includes all accessories, such as start-up software, 


@ High accuracy, high speed for general purpose 
measurements 
@ 15 measurement functions, including capacitance 
and thermocouple measurements 
@ Dual-line display allows concurrent measurements 
@ TMC-compliant US B 2.0 interface for use with USB cable,power cable, and safety test leads 
SCPI test commands © CE compliant and UL listed 
Model 2110 5-1/5-Digit Dual-Display Digital Multimeter provides a comprehensive set of capabilities, superior 
measurement accuracy, and high speed for a broad range of applications. It features 15 measurement functions 
and 7 math functions and has dual-line display capability, which allows it to display two different measurements 
concurrently. Its buffering capability and GPIB option further increases its performance and flexibility. Model 
2110 is ideal for production, R&D, and test engineers, scientists, and students making a wide variety of 
measurements in portable, bench, and system applications. 


SPECIFICATIONS 
AC Current: 

DC Current: 

AC Voltage: 

DC Voltage: 
Resistance: 
Frequency: 
Temperature: 


1A, 3A, 10A 
10mA, 100mA, 1A, 3A, 10A 
0.1V, 1V, 10V, 100V, 750V 
0.1V, 1V, 10V, 100V, 1000V 
100ohm, 1kohm, 10kohm, 100kohm, 1Mohm, 10Mohm, and 100Mohm 
10Hz to 300kHz 
(RTD and NTC Thermistor) measurements 


> CONTINUED > 


© Precision multimeter with 3/-to 7/2-digit resolution 
@ 14 PPM basic one-year DCV accuracy 
@ 100mV, 10, and 10UA ranges offer the sensitivity 
needed for measuring low level signals 
© Make accurate low resistance measurements 
with offset compensated ohms, four-wire, and dry 


® Auto-calibration feature improves accuracy and 
stability by minimizing temperature and time drift 

© Display more with five-inch, high resolution 
touchscreen interface 

@ Readings and screen images can be saved quickly 
via the front panel USB memory port 


circuit functions © Multiple connectivity options: GPIB, USB, and 
© Capture and display waveforms or transients with LX\-compliant LAN interfaces 
1MS/sec digitizer @ AC/DC Current, AC/DC Voltage, Capacitance, 


© Large internal memory buffer; store over 11 million Continuity, Diode, Frequency, Resistance and 
readings in standard mode or 27.5 million in Temperature measurements 

The Model DMM7510 combines all the advantages of a precision digital multimeter, a graphical touchscreen 
display, and a high speed, high resolution digitizer to create an industry first: a graphical sampling multimeter. 
The digitizer gives the Model DMM7510 unprecedented signal analysis flexibility; the five-inch capacitive 
touchscreen display makes it easy to observe, interact with, and explore measurements with “pinch and zoom” 
simplicity. This combination of high performance and high ease of use offers unparalleled insight into your test 
results. 


Current | Current | Voltage | Voltage Price Each 
Mfg. Part No. Digits |} AC Max | DC Max | AC Max | DC Max | Stock No. the 


AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance, 
Temperature 


DMM7510 75 10A 10A 700V 1kV 29Y2096 | 5420.00 

DMM7510-NFP 75 10A 10A 700V 1kV 29Y2097 = 

DMM7510-NFP-RACK | 7.5 10A 10A 700V 1kV 29Y2098 = 

DMM7510-RACK 75 10A 10A 700V 1kV 29Y2099 | 5530.00 
PIM_5465439 
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SERIES 3700 SYSTEM SWITCH / MULTIMETER 


KEITHLEY 


A Tektronix Company 


channels in one mainframe 

@ Up to 2,688 one-pole matrix crosspoints in one 
mainframe 

© Capable of over 14,000 readings per second to 


@ Six slot system switch mainframe with optional 
high performance multimeter 

@ Multi-processor architecture optimized for high 
throughput scanning and pattern switching 


applications memory with optional high performance multimeter 
@ Remote PC control via Ethernet, USB, and GPIB @ LXI Class B with embedded Web browser interface 
interfaces for test setup, maintenance, and basic application 


© Up to 576 two-wire or 720 onewire multiplexer control 


Series 3700 offers scalable, instrument grade switching and multi-channel measurement solutions that are 
optimized for automated testing of electronic products and components. Series 3700 includes four versions of 
the Model 3706 system switch mainframe along with a growing family of plug-in switch and control cards. When 
the Model 3706 mainframe is ordered with the high performance multimeter, you receive a tightly integrated 
switch and measurement system that can meet the demanding application requirements in a functional test 
system or provide the flexibility needed in stand-alone data acquisition and measurement applications. To see 
other models, go online or call. 


Current | Current | Voltage | Voltage Price Each 
Mfg. PartNo. | Digits | ACMax | DCMax | ACMax | DCMax | Stock No. ‘the 
AC/DC Current, AC/DC Voltage, Continuity, Frequency, Resistance, Temperature 
3706A 75 3A 3A 300V 300V 5977961 4870.00 
PIM_197857 
NANOVOLTMETER 


KEITHLEY 


A Tektronix Company 


CE 


@ Make low noise measurements at high speeds, typically just 
15nV p-p noise at 1s response time, 40-50nV p-p noise 
at 60ms 

© Delta mode coordinates meas- 
urements with a reversing current 
source at up to 24Hz with 30nV 
p-p noise (typical) for one reading. 
Averages multiple readings for 
greater noise reduction 

@ Synchronization to line provides 
110dB NMRR and minimizes the 
effect of AC common-mode currents 

@ Dual channels support measuring voltage, 
temperature, or the ratio of an unknown resistance 


The two-channel Model 2182A Nanovoltmeter is optimized for making stable, low noise voltage measurements 
and for characterizing low resistance materials and devices reliably and repeatably. It provides higher 
measurement speed and significantly better noise performance than alternative low voltage measurement 
solutions. 


to a reference resistor 
© Built-in thermocouple linearization and cold 
junction compensation 


Voltage Price Each 
Mfg. Part No. Digits DC Max Stock No. 1+ 
DC Voltage, Resistance 
2182A 75 100V 5977574 5860.00 
PIM_197862 
LOW CURRENT METERS 


KEITHLEY 


A Tektronix Company 


6485 


6487 


@ 10fA resolution (Model 6485, 6487), 1fA resolution 
(Model 6482) 

© 5-1/2 digit resolution (Model 6485, 6487), 6-1/2 
digit resolution (Model 6482) 

@ Dual +30V bias sources (Model 6487, 6482) 

@ <200uV burden voltage (Model 6485, 6487) 

@ Up to 1000 readings/second (Model 6485, 6487) 

@ Built-in Model 485 emulation mode (Model 6485) = @ Analog output 

© Built-in Model 486 and 487 emulation mode © Digital I/O (Model 6487, 6482) 


Model 6485 Picoammeter combines Keithley’s expertise in sensitive current measurement instrumentation with 
enhanced speed and a robust design. With eight current measurement ranges and high speed autoranging, 
this cost-effective instrument can measure currents from 20fA to 20mA, taking measurements at speeds up to 
1000 readings per second. Model 6487 Picoammeter/Voltage Source improves on the measurement capability 
of Model 6485, and adds a high resolution 500V source. It provides higher accuracy and faster rise times, as 
well as a damping function for use with capacitive devices. In addition, Model 6487 source voltage from 200uV 
to 505V. Model 6482 is a great measurement tool for analyzing multi-channel devices, monitoring currents in 
multiple locations on materials, and recording data from multiple sensors at once. 


6485 6487 


100-120V or 220-240V, | 100-120V or 220-240V, 
50-60Hz, (30V/A) 50-60Hz, (50V/A) 


2nA-20mA 
3000 points 


(Model 6487) 

© Alternating Voltage method ohms measurements 
(Model 6487) 

@ Automated voltage sweeps for I-V characterization 
(Model 6487) 

@ Floating measurements up to 500V (Model 6487) 

@ |EEE-488 and RS-232 interfaces 


6482 


100, 120, 220, 240V, 
50-60Hz, (50VA) 


Current Range: 
Storage Buffer: 


2500 points 6000 readings 


(two 3000 point) 


> CONTINUED > 


1.800.463.9275 © newark.com 


BENCH TEST EQUIPMENT 


DIGITAL MULTIMETERS 


LOW CURRENT METERS (CONT.) 


Best V Source Resolution: 0.2 mV 
Dimensions (H x W x D): 90 x 214 x 369mm 90 x 214 x 369mm 89x 213 x 370mm 
(3.5 x 8.325 x 14.5625") | (3.5 x 8.325 x 14.5625") | (3.5% 8.4 x 14.6") 
Current Price Each 
Mfg. Part No. Digits DC Max Stock No. ihe 
DC Current 
6487 5.5 20mA 32M6464 6430.00 
@ 6482 6.5 20mA 44W8042 6750.00 
PIM_197891 
Ammeters 
Current Price Each 
Mfg. Part No. Range DC Stock No. 1+ 
6485 2nA to 20mA 4235237 2930.00 
PIM_5513144 


ELECTROMETERS / HIGH RESISTANCE METER 


KEITHLEY 


A Tektronix Company 


CE 


6514 
6514 @ High speed—up to 1200 readings/second 
@ <1fAnoise @ Interfaces readily with switches, computers, and 
@ >200TO input impedance on voltage measure- component handlers 
ments © Cancels voltage and current offsets easily 


© Charge measurements from 10fC to 20uC 
Model 6514 Electrometer combines flexible interfacing capabilities with current sensitivity, charge measurement 
capabilities, resolution, and speed. Model 6514’s built-in IEEE-488, RS-232, and digital I/O interfaces make 


it simple to configure fully automated, high speed systems for low-level testing. The 5-1/2 digit Model 6514 
is designed for applications that demand fast, yet precise measurements of low currents, voltages from 
high resistance sources, charges, or high resistances. Model 6514 offers far greater current sensitivity and 
significantly lower voltage burden (as low as 20uV) than other instruments can provide. 
Current Voltage Price Each 
Mfg. Part No. Digits DC Max DC Max Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Charge, Resistance 
6514 55 | __20mA a 8030.00 
PIM_197984 
Source-Measurement Meters 
Price Each 
Mfg. Part No. Stock No. 1+ 
6517B 56P3700 42100.00 
PIM_5511030 


TOTAL HARMONIC DISTORTION MULTIMETERS 

@ THD, THD+Noise, and SINAD measurements 

@ 20Hz-20kHz sine wave generator 

© Fast frequency sweeps 

@ 4\rms single-ended or 8Vrms differential output 
(Model 2015) 

@ Individual harmonic magnitude measurements 

@ 5 standard audio shaping filters 

@ 13 DMM functions (6-1/2 digits) 

Models 2015 Total Harmonic Distortion Multimeters 

combine audio band quality measurements and analysis 

with a full-function 6-1/2 digit DMM. Test engineers can 

make a broad range of voltage, resistance, current, 

frequency, and distortion measurements, all with the 

same compact, half-rack measurement instrument. 


KEITHLEY 


A Tektronix Company 


Model 2015 
Digits 6-1/2 
DCV Max. Reading 1000V 
ACV Max. Reading 750V 
ACV Bandwidth 3Hz to 300kHz 
Ohms (2/4 Wire) Max. Reading 120MQ 
DCA Ranges 10mA to 3A 
ACA Ranges 1A to 3A 
ACA Bandwidth 3Hz to 5kHz 
Current | Current | Voltage | Voltage Price Each 
Mfg. PartNo. | Digits | ACMax | DCMax | ACMax | DC Max | Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Frequency, Resistance, Temperature 
2015 6.5 3A 3A 750V 1kV 5977535 7820.00 
PIM_198545 
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BENCH TEST EQUIPMENT @ Indicates RoHS Compliant 4] Find Datasheets Online 


DIGITAL MULTIMETE 


34000 SERIES BENCHTOP DIGITAL MULTIMETERS KEYSIGHT | TRUEVOLT SERIES 6-1/2 AND 7-1/2 DIGIT DIGITAL MULTIMETERS (CONT.) 
© Multi-function flexibility TECHNOLOGIES Current | Current | Voltage | Voltage Price Each 
e ro ee at produc- Mfg. Part No. Digits | ACMax | DCMax | ACMax | DC Max | Stock No. 1+ 
ion-line speeds = aero n 
© True RMS AC Volts and Current dont AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance, 
© RS-232 and GPIB Standard P 
@ Store up to 512 Readings 34465A 6.5 10A 10A AkV 1kV 30Y4302 1863.00 
34465A/GPB 6.5 10A 10A 1kV 1kV 56Y2409 2206.00 
34470A 75 10A 10A AkV 1kV 30Y4303 4405.00 
34470A/GPB 78 10A 10A AkV 1kV 72Y5114 4534.00 
SPECIFICATIONS AT A GLANCE: AC/DC Current, AC/DC Voltage, Continuity, Frequency, Resistance, Temperature 
Mfg. Part No. 34450A 34460A 65 3A 3A 750V 1kV | 72W3098 | 1257.00 
Digits 5% 34461A 65 10A 10A 750V 1kV 72W3099 | 1458.00 
Dual-Displa e 5 
re vobne y For Use Price Each 
9 - - Mfg. Part No. Type With StockNo.| 1+ 
aaa 0.2% ane 3446ACCU | USB Accessory Kit Keysight 34460A Digital Multimeter 72W2785| 61.66 
oltage : 
@3446GPBU]| GPIB Interface | Keysight 34460A, 34470A, 34461A & 34401A| 72W2786 x 
DCV Accuraay 0.016% 0,0008% eee Digital Multimeters ore 
AC/DC Current PIM_211783 
2-Wire Res. 
4-Wire Res. 
U3400 SERIES DUAL DISPLAY DIGITAL KEYSIGHT 
Current | Current | Voltage | Voltage | Price Each MULTIMETERS = TECHNOLOGIES 
Mfg. PartNo. | Digits | ACMax | DC Max | ACMax | DC Max | Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 
34450A 5.5 10A 10A 750V 1kV 48W1864 1138.00 
AC/DC Current, AC/DC Voltage, Frequency, Resistance 
3458A 8.5 1A 1A 1kV 1kV 92H4778 | 14311.00 
For Use Price Each 
Mfg. Part No. Type With Stock No. i+ 
34137A iia 3458A Digital Multimeter, 8 1/2 Digit | 01P1238 80.03 
5 @ Up to 120,000 counts resolution @ Frequency, continuity and diode tests 
© 34138A cn bebe ae on peo te 45M5472 38.33 @ Up to 0.012% DCV accuracy @ Dual display on bright VFD 
3 Dicital Multimeters @ 11 basic measurements: @ Built-in math functions: dBm, relative, min/max, 
- - g @ DC, AC and AC+DC (True RMS) voltage and compare, hold 
34171B Terminal Block Keysight 34460A, 34461A, 34401A, | 58M3176 | 335.00 current © Selectable resolutions for variable measurement 
34410A, 34411A & L4411A Digital ® Selectable 2 or 4-wire resistance (Note: 2-wire speeds (mfg. part no. U3402A only) 
Multimeters only, for mfg. part no. U3401A) © Kensington lock slot 
34194A Dual Lock Link Kit Keysight 34401 & 34420A| 71M1337 | 162.00 Mfg. part nos. U3401A and U3402A dual-display digital multimeters provide basic capabilities with good 
Multimeters, 34970A_—_—— Data performance at 4 1/2 or 5 1/2 digits. PC-grade lock slot for physical security. Benchtop units are ideal for use 
Acquisition, 53131A, 53132A & in educational, electronics and communications applications. Includes quick start guide, product reference CD, 
53181A Counters certificate of calibration, test lead kit and AC power cord. 
34191A Rack Mount Kit Keysight 3446XA Series Digital] 71M1339 84.46 DMM SPECIFICATIONS: aa 
Multimeters 
341924 Rack Mount Kit Keysight 6811B, 68128 & 6813B| 74M9548| 99.10 Mfg. Part No. ees 
AC Power Source & Power Display Dual 
Analyzers Resolution 50,000 counts Selectable 120,000, 
E2308A an Keysight Technologies 971A, 972A, | 79K6488 92.98 40,000 or 4,000 
973A, 974A & 3458A Handheld counts 
Multimeters DC Voltage Accuracy: 0.02% Range: 500mV - 1000V Accuracy: 0.012% 
11060A = Keysight Technologies 34401A and| 91F3031| 48.70 Range: 120mvV - 
3458A Digital Multimeters 1000 
0) 359 : 0.29 
34398A RS232 Cable Kit Keysight Measuring Instruments | 91F3064 | 38.22 True RMS AC Voltage Accuracy: 0.35% Range: S00mV - 750V eae rah 
0.59 : : 
341310 Hard Carrying Case Keysigh Multimeters, Data | 9283521 | 545.00 True RMS AC+ DC Voltage Accuracy: 0.5% Range: 500mvV - 750V ey. 
Acquisition/Switch Units, 531xxA & i T : 
53200 Series Frequency Counters DC Current Accuracy: 0.05% Range: 500yA - 10A Prete in on 
34102A Low Thermal Input Cable | Keysigh' Se Micro- | 95H8754 | 313.00 True RMS AC Current Accuracy. 0.5% Range: 500A - 10A _fooury 05% 
34103A | Low Thermal Shorting Plug | Keysight 34420A NanoVolt, Micro-| 95H8755 | 249.00 True RMS AC* DC Current oe 
Ohm Meter Resistance 2-wire Accuracy: 0.1% Range: 5000 - 50MVQ. Selectable 2- or 
34104 | Low Thermal Input Connector | Keysight 34420A NanoVolt, Micro- | 95H8756 | 191.00 haa meh 
A ‘0 v= 
- - OhiniMeter — Range: 1200- 
34307A Thermocouple Kit Keysight 34970A Data Acquisition & | 95H8764 174.00 420MQ 
- - - Swutontn Frequency Accuracy: 0.01% Range: 500Hz - 500kHz Accuracy: 0.005% 
34308A Thermister Kit Keysight 34460A, 34461A, 34401A, | 95H8765 | 156.00 Range: 1200Hz - 
3458A, 34410A & 34411A Digital MHz 
Multimeters Diode, Continuity Yes 
PIM_211782 Math Functions dBm, Relative, Min/Max, Compare, Hold, Duty Cycle] dBm, Relative, Min/ 
Max, Compare, Hold 
TRUEVOLT SERIES 6-1/2 AND 7-1/2 DIGIT DIGITAL KEYSIGHT see ene we ee Price Each 
MULTIMETERS TECHNOLOGIES Mfg. PartNo. | Digits | ACMax | DCMax | ACMax | DCMax | StockNo. | 1 
; eg tne mai bk shia AC/DC Current, AC/DC Voltage, Continuity, Diode, Frequency, Resistance 
ete ree @ U3401A 45 10A 410A 750V 1kV | 10R2310 = 
© Memory up to 2 million readings @ U3402A 5.5 12A 12A 750V 750V 10R2312 Poe 


@ Voltage ranges from 100 mV to 2, = iy 
a - ; PIM_211784 


© Current ranges from 1 yA to 10A 
@ USB and LAN interfaces, optional 
GPIB suffixiGPB © BenchVue software enabled 


Keysight’s Truevolt Digital Multimeters (DMMs) offer a full range of measurement capabilities and price points 
with higher levels of accuracy, speed, and resolution. Truevolt DMM’s graphical capabilities such as trend and 
histogram charts offer more insights quickly. Both models also provide a data logging mode for easier trend 
analysis and a digitizing mode for capturing transients. The ability to measure very low current, 1 uA range 
with pA resolution, allows you to make measurements on very low power devices. Auto calibration allows you 
to compensate for temperature drift so you can maintain measurement accuracy throughout your workday. 
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1348 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


BENCH TEST EQUIPMENT 


DIGITAL MULTIMETER 


pacer MULTIMETER / DC POWER SUPPLY 
© Combination of a 5.5 digit digital multimeter and 30-W ipower 


supply in a single unit 

@ 10 DMM measurements, including 
4-wire miliohm measurement 

© 8 built-in math functions 

@ OVP and OCP for load protection 

@ Ramp and scan function, and built 
in square-wave output 

@ USB 2.0 interface and GPIB 
connectivity 

@ Kensington lock slot for security 


KEYSIGHT 


TECHNOLOGIES 


Current | Current | Voltage | Voltage Price Each 
Mfg. PartNo. | Digits | ACMax | DCMax | ACMax | DC Max | Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Frequency, Resistance 
U3606B 5.5 3A 3A 750V 1kV 06X3054 1664.00 
PIM_211785 
B2980A SERIES OF FEMTO/PICOAMMETERS & KEYSIGHT 


ELECTROMETERS/HIGH RESISTANCE METERS 


The Keysight B2980A Series of Femto/ 
Picoammeters and Electrometers/High 
Resistance Meters not only offer best- 
in-class measurement performance, 
but also provide unprecedented 
features to maximize your 
measurement confidence. The Femto/ 
Picoammeters and Electrometers 
both offer 0.01 fA (10-17 A) minimum 


TECHNOLOGIES 


current resolution, which meets virtually all existing and future low-level current measurement needs. Both the 
Femto/Picoammeter and Electrometer have battery powered versions to eliminate AC power line noise. This 


available capability provides an unmatched level of nois 


previously impossible. 
Model 


B2981A 


B2983A B2 


e reduction, enabling low-level measurements that were 


985A B2987A 


Measurement Resolution 


6-1/2 Digits 


6 1/2 Digits 


6-1/2 Digits 


Current Measurement 


0.01fA to 20mA 


Reading Rate 


20,000 rdg/s 


Resistance Measurement 
Charge Measurement 
Temperature Measurement 


Voltage Source 


Up to + 1,000V 


Battery Operation 
Current | Current | Voltage | Voltage Price Each 
Mfg. PartNo. | Digits | ACMax | DCMax | ACMax | DC Max | Stock No. ‘hee 

AC/DC Current 

@ B2981A 6.5 20mA 20mA 82X2280 ae 
@ B2983A 6.5 20mA 20mA 82X2281 es 
AC/DC Current, AC/DC Voltage, Resistance, ‘Tangerine 

@ B2985A 65 20mA 20mA 20V 20V 80X3003 | 13809.00 
@ B2987A 6.5 20mA 20mA 20V 20V 82X2282 sts 
PIM_213169 
HMC8012 ® 

DIGITAL MULTIMETER ROHDE &SCHWARZ 


@ Measurement range: DC to 100 kHz 


Resolution: 1 yV, 100 nA, 1 mQ, 1 pF, 1 Hz, 0.1 


average, offset, DC power, dB, dBm 


@ Data logging to interna 


memory or USB flash drive 


°CIF in CSV format 
@ Basic accuracy: 0.015 % (DC) @ Interfaces: USB-TMC/-VCP, Ethernet, LXI, IEEE- 
© 5%-digit display (480 000 counts) 488 (GPIB) 
@ Simultaneous display of three measurement @ SCPI commands largely compatible with Agilent 
functions, e.g. DC + AC + statistics 34410A (HMC8012-G) 
@ Measurement rate: up to 200 values/s @ HMC8012-G: HMC8012 includes IEEE-488 (GPIB) 
@ Mathematic functions: limit testing, min./max., interface 
Current | Current | Voltage | Voltage Price Each 
Mfg. Part No. Digits | AC Max | DC Max | AC Max | DC Max | Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance, 
Temperature 
HMC8012.02 5.75 10A 10A 750V 1kV 94Y5755 1220.00 
HMC8012-G.02 5.75 10A 10A 750V 1kV 94Y5756 1540.00 
PIM_5673187 
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DIGITAL MULTIMETERS 


All Models: 

© CAT | 1000 V, CAT II 600 V 

@ Three-year manufacturer's warranty 

Mfg. Part No. DMM4020 Only: 

@ 5.5 digit resolution 

@ Basic VDC accuracy of up to 
0.015% (1 yr.) 

@ 200 mV to 1000 V voltage range, 
with up to 10 pV resolution 

@ 200 WA to 10 A current range, with q ia 
up to 1 nA resolution 

© 200 O to 100 MO ohm range, with 
up to 1 mO resolution 

Mfg. Part Nos. DMM4040 and DMM4050 Only: 

® 6.5 digit resolution 


Tektronix 


nV resolution 


@ 100 yA to 10 A current range, with up to 100 pA 


: resolution 
@ Basic VDC accuracy of up to 0.0024% (1 yr.) F 
® 100 mV to 1000 V voltage range, with up to 100 , be GO ohm range, with up to 10 4 


Digital multimeters offer a broad range of functions in one easy-to-use instrument. Easily capture, save, and 
analyze measurement results from your multimeter with the special limited edition of National Instrument’s 
LabVIEW SignalExpress™ software. SignalExpress supports the range of Tektronix bench instruments*, 
enabling you to connect your entire test bench. This allows you to automate complex measurements requiring 


multiple instruments, log data for an extended period of time, time-correlate data from multiple instruments, 
and easily capture and analyze your results, all from your PC. All multimeters include USB to RS-232 interface 
adapter cable. 
Current | Current | Voltage | Voltage Price Each 
Mfg. PartNo. | Digits | ACMax | DCMax | ACMax | DC Max | Stock No. 1+ 

AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 

DMM4050 6.5 10A 10A 1kV 1kV 32R7768 = 
AC/DC Current, AC/DC Voltage, Continuity, Frequency, Resistance 

DMM4020 5.5 10A 10A 750V 1kV 32R7766 = 

DMM4040 6.5 10A 10A 1kV 1kV 32R7767 = 
PIM_157448 


BENCHTOP DIGITAL MULTIMETERS 


TENMA’ 


72-1015 


72-1020 72-1055 


© Continuity buzzer 
@ Fused current measurement to 10A @ AC or battery operation 
@ 10MO input impedance @ ideal for the service bench or in the classroom 


All digital multimeters measure AC/DC voltage and current, resistance, capacitance and frequency. Mfg. part 
no. 72-1015 also measures transistor hFE and temperature. Mfg. part no. 72-1020 also measures temperature 
and provides 4~20mA loop testing. Mfg. part no. 72-1055 also measures transistor hFE and temperature. All 
models are true RMS (except for mfg. part no. 72-1055). 

AC or AC+DC TRMS measurement, RS-232 serial interface (includes software and cables), Switchable auto/ 
manual range 


Features: 


Mfg. Part No. 72-1015 72-1020 72-1055 
Display Count §999 40000 1999 
No. of Digits 3-3/4 4-1/2 3-1/2 
DC Voltage 600mV to 1000V 400mV to 1000V 200mV to 1000V 
4V to 1000V 2V to 1000V 
600A to 10A 40uA to 10A 1pA to 100mA 
AC Current 200A to 10A 
Resistance 6000hm to 60Mohm 400ohm to 40Mohm 200ohm to 200Mohm 
Capacitance 20nF, 2uF, 200uF 
Frequency 6kHz to BOMHz 40Hz to 400MHz 2kHz to 200kHz 
Temperature -40°C to +1000°C 
Diode ° 
Continuity 
Current | Current | Voltage | Voltage Price Each 
Mfg. PartNo. | Digits | ACMax | DCMax | ACMax | DC Max | Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance, 
Temperature 
72-1055 3.5 10mA 10A 1kV 1kV 80R7462 127.78 
72-1015 3.8 10A 10A 1kV 1kV 10M9694 = 
72-1020 4.75 10A 10A 1kV 1kV 74M7699 321.98 
PIM_12951 
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BENCH TEST EQUIPMENT 


SIGNAL & FUNCTION GENERATORS 


10MHZ DDS FUNCTION GENERATOR WITH SWEEP SITITI 7 | 
AND 120MHZ COUNTER x 


@ 0.001Hz to 10MHz frequency range using DDS @ Internal full range phase continuous sweep, 


© 6 digits or 1mHz setting resolution linear or log 
© ‘ppm stability and <10 ppm absolute accuracy @ Unique manual sweep mode for quasi-analog 
for one year control 


@ Sine, square and triangle waveforms 

@ Low distortion, high spectral purity sine waves 

@ Simultaneous display of frequency and amplitude/ 
offset 

@ External seven digit 120MHz frequency counter 


@ Modulations modes of AM, FSK and frequency list 

@ 2mV to 20V pk-pk output from 50W or 600W 

© Storage for up to ten frequencies in non-volatile 
memory 


No. of Band- Price Each 
Mfg. Part No. Channels width Modulation Type StockNo. | 1+ 
@ 7G1006 {Channels 10MHz AM, FSK 05X0066 572.00 
PIM_212368 


TGP3100 SERIES PULSE AND UNIVERSAL 
GENERATORS i 


@ Pulse waveforms from 1mHz to S0MHz [25MHz], 
minimum rise time 5ns [8ns] 
@ Pulse, double pulse, pulse pattern and PRBS 


© Triggered (burst count) or gated operation using 
internal or external trigger sources 
@ Full Noise generator to 25MHz with selectable 


waveforms crest factor and user defined distribution 
© Pulse period, width and delay resolutions of 100ps = @ Full Arbitrary/Function generator with 16 waveform 
or 11 digits types 


@ Independently variable rise and fall times from 5ns 
[8ns] to 800 seconds 
© Low jitter asynchronous operation, externally 
triggered pulses or pulse reconstruction 
@ High drive capability output can provide 20V pk-pk waveform types 
into 50Q (unmatched) @ Linear and logarithmic sweeps of all waveform 
@ Wide range of pulse modulations including AM.FM, types 
PM, FSK, BPSK, SUM, PWM, PDM using internal © Front panel mounted USB Flash drive interface 
or external modulation sources. @ GPIB, USB and LXI compliant LAN interfaces 
The TGP3100 Series are true pulse generators using all digital techniques. They can replicate the capabilities 
of traditional pulse generators whilst adding many additional facilities such as pulse modulations. Unlike DDS 
based function generators the TGP3100 Series can generate pulses with very high resolution of width and delay 
(100ps), and can operate in an asynchronously triggered mode with low jitter. A high drive capability output stage 
enables up to 20 volts pk-pk to be driven into a 50 Ohm load. As well as operating as pulse generators, the 
instruments can act as high performance noise generators and as function/arbitrary generators - making them 
truly universal waveform generators. Single and dual channel models are available with a maximum frequency 
of either SOMHz or 25MHz 


@ Sine waves up to 50MHz [25MHz] 

@ Arbitrary waveforms at 800MS/s sampling rate and 
16-bit vertical resolution 

@ Extensive internal/external modulation of all 


Band- Price Each 
Mfg. Part No. | width Modulation Type Stock No. 1+ 
TGP3121 25MHz | AM, BPSK, FM, FSK, PM, PDM, PWM, SPDM, Sum | 80Y5210 | 1557.00 
TGP3122 25MHz | AM, BPSK, FM, FSK, PM, PDM, PWM, SPDM, Sum | 80Y5211 | 2136.00 
TGP3151 50MHz | AM, BPSK, FM, FSK, PM, PDM, PWM, SPDM, Sum | 80Y5212 | 4775.00 
TGP3152 5OMHz | AM, BPSK, FM, FSK, PM, PDM, PWM, SPDM, Sum | 80Y5213 | 2527.00 
PIM_5573668 


element14 COMMUNITY 


element14.com 


GET INSPIRED COLLABORATE DESIGN RESEARCH ASK EXPERTS 


PIM_5591167 
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FUNCTION AND SWEEP FUNCTION GENERATORS BK PRECISION 


401A, 4040A 
No. of Band- Price Each 
Mfg. Part No. Channels width Modulation Type StockNo. | 1+ 
@ 4010A 1Channels 2MHz FM 96B4090 390.00 
@4011A 1Channels 5MHz 22C6860 539.00 
@ 4012A 1Channels 5MHz 97J8431 585.00 
@ 4017A 1Channels 10MHz ze 2206861 635.00 
@ 4040A 1Channels 20MHz AM, FM 96B4096 = 
PIM_5299 


Dual Channel Function/Arbitrary Waveform 


BK PRECISION 


Generators 
4050B Series 
Features: @ Adjustable duty cycle 
@ 14-bit, ISO MSa/s, 16k point arbitrary waveforum @ Internal/external triggering 
generator © Gate and burst mode 
© Two independant channels with individual output @ 196 built-in predefined arbitrary waveforms 
On/Off buttons @ Flash memory size of approximately 100MB allows 


® Convenient channel copy, track and combine for storage/recall of >1000 instrument settings and 
functions user-defined arbitrary waveforms 

® Synchronize the phase of both channels with the ® Built-in frequency counter 
push of a button @ Harmonics generator function 

© Low-jitter square wave generation for simulating @ LAN, USB device port (USBTMC-compliant) and 


reliable clock signals, generating triggers, or front panel USB host port 

validating serial data buses @ GPIB connectivity with optional USB-to-GPIB 
@ Large 4.3" LCD color display adapter 
@ Linear and logarithmic sweep @ PC software provided for arbitrary waveform 
@ AM/DSB-AM/ASK/FM/FSK/PM/PSK/PWM editing 


modulation functions 
® Variable DC offset 
The 4050B Series Dual Channel Function/Arbitrary Waveform Generators are capable of generating stable and 
precise sine, square, triangle, pulse, and arbitrary waveforms. With an easy-to-read color display and intuitive 
user interface with numeric keypad, these instruments offer plenty of features including linear/logarithmic sweep, 
built-in counter, extensive modulation and triggering capabilities, a continuously variable DC offset, and a high 
performance 14-bit, 150 MSa/s arbitrary waveform generator. CH1 and CH2 outputs can both be varied from 0 
to 10 Vpp into 50 ohms (up to 20 Vpp into open circuit). 
Easily create custom arbitrary waveforms using the included waveform editing software or use any of the 196 
built-in predefined arbitrary waveforms. More than 1000 user-defined 16k point arbitrary waveforms can be 
saved to the instrument. Additionally, the included LabVIEW™ drivers allow users to conveniently load and save 
.csv or .txt file data directly into the arb memory without having to use waveform editing software. 
Extensive modulation capabilities include amplitude and frequency modulation (AM/FM), double sideband 
amplitude modulation (DSB AM), amplitude and frequency shift keying (ASK/ FSK), phase modulation (PM), 
phase shift keying (PSK), and pulse width modulation (PWM). 
The standard external 10 MHz reference clock input and output allows users to synchronize their instrument with 
another generator. Additionally, the generators offer powerful channel copy, track and combine functionality and 
the phase of both output channels can be synchronized conveniently with the push of a button. These handy 
features are typically not found in function generators at this price point. 
These versatile function/arbitrary waveform generators are suitable for education and other applications that 
require high signal fidelity, a variety of modulation schemes, or arbitrary waveform generation capabilities. 


© Short circuit output protection 


Band- Price Each 
Mfg. Part No. width Modulation Type Stock No. i+ 
@ 4053B 10MHz AM, ASK, FM, FSK, PM, PSK, PWM 06AC3868 799.00 
@ 4054B 30MHz AM, ASK, FM, FSK, PM, PSK, PWM 06AC3869 905.00 
@ 4055B 60MHz AM, ASK, FM, FSK, PM, PSK, PWM 06AC3870 1135.00 
PIM_5717727 


Embedded Design Tools 


PIM_5624814 
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DDS SWEEP FUNCTION GENERATORS 

4007B / 4013B 

© Linear and logarithmic sweep 

@ Adjustable duty cycle 

© Output On/Off button 

4014B / 4040B / 4045B 

@ Sine, square, and triangle/ramp waveform 
generation 

@ Adjustable DC offset 

© Store and recall up to 9 instrument settings 

© Overvoltage, overcurrent, and short circuit protec- 
tion on main outpu 

@ Sine, square, and triangle/ramp waveform genera- 

ion (4014B / 4040B) 

© Sine, square, triangle, and arbitrary waveform 

generation (4045B) 

@ Bright color LCD display with waveform preview 

© AM/FM modulation 

@ Independent DC offset amplifier design allows 

large offsets on small amplitude (e.g. 10 mV) 

waveforms 

e Low-jitter square wave generation for simulating 

reliable clock signals, generating triggers, or 

validating serial data buses (4045B 4047B) 

© Store and recall instrument settings 


OOO 


= “8151 


4007B / 4013B 


© Built-in counter 

© USB interface with SCPl-compliant command set 

© Short circuit and overvoltage protection on all 
inputs and outputs 

4047B 

@ Dual-channel operation with each channel provid- 
ing the rated amplitude (10 Vpp) over the entire 
frequency range 

© Sine and square waveforms up to 20 MHz 

© True point-by-point 14-bit, 125 MSa/s, 16-kpt 
arbitrary waveform generator 

© Seamless integration waveform editing software 
WaveXpres 

@ Bright color display with waveform preview 


@ Internal/external triggering @ Synchronize the phase of both channels with the 
© Gate and burst mode (4040B / 4045B) push of a button 
No. of Band- Price Each 
Mfg. Part No. Channels width Modulation Type Stock No. 1+ 
@ 4007B 1Channels 7MHz AM, FM 46W2362 469.00 
@ 4013B {Channels 12MHz AM, FM 46W2363 490.00 
@ 4014B 1Channels 12MHz AM, FM 46W2364 565.00 
@ 4040B 1Channels 20MHz AM, FM 46W2365 599.00 
@ 4047B 2Channels 20MHz AM, FM, FSK, PM, PWM 16AC2254 865.00 
With ARB Function 
@ 4045B 1Channels 20MHz AM, FM 46W2366 = 
PIM_209452 


4060 SERIES DUAL CHANNEL FUNCTION/ 
ARBITRARY WAVEFORM GENERATORS 


Features: 

@ 14-bit, 500 MSa/s, 512k point (Ch2 
only) arbitrary waveform generator 

@ Two independent channels with 
one-button synchronization 

@ Linear and logarithmic sweep 

@ AM/DSB-AM/ASK/FM/FSK/PM/ 
PWM modulation functions 

© Gate and burst mode 

© 36 built-in predefined arbitrary waveforms 

© Store/recall up to 10 instrument settings and 32 
user-defined arbitrary waveforms (8 x 512 kpts, 
24 x 16 kpts) 


The 4060 Series Dual Channel Function/Arbitrary Waveform Generators are capable of generating stable and 
precise sine, square, triangle, pulse, and arbitrary waveforms. With an easy-to-read color display and intuitive 
user interface with numeric keypad, these instruments offer plenty of features including linear/logarithmic sweep, 
built-in counter, extensive modulation and triggering capabilities, a continuously variable DC offset, and a high 
performance 14-bit, 500 MSa/s arbitrary waveform generator. 


BK PRECISION 


© Built-in counter 

@ USB device port (USBTMC-compliant) and front 
panel USB host port 

© GPIB connectivity with optional USB-to-GPIB 
adapter 


Price Each 
Stock No. 1+ 


No. of 
Channels 


Band- 


Mfg. Part No. width 


Modulation Type 


© 4063 2Channels | 80MHz | AM,ASK,FM,FSK,PM,PWM | 67X5585 = 
@ 4064 2Channels | 120MHz | AM,ASK,FM,FSK,PM,PWM | 67X5586 = 
© 4065 2Channels | 160MHz | AM,ASK,FM,FSK,PM,PWM | 67X5587 = 
PIM_212893 
280 SERIES ARBITRARY WAVEFORM GENERATORS FLUKE. 


Calibration 


281 


Choice of 1, 2 and 4 independent or linked 
channels 


Powerful modulation capabilities 
Built-in trigger generators 


@ Uses Direct Digital Synthesis (DDS) techniques Multi-channel phase locking and summing 

@ 40MS/s max. sampling speed Waveform Manager Plus for Windows® software 
@ 46MHz function generator included 

@ 10MHz pulse generator @ Multiple standard waveforms recalled from internal 
@ Pulse train pattern generator memory 

@ 12-bit arbitrary generator @ RS-232 and IEEE-488 interfaces 

e 


Link 16 (max.) arbitrary waveforms in a sequence 


280 series universal waveform generators combine many generators in one instrument. Their extensive signal 
simulation capabilities include arbitrary waveforms, function generator, pulse/pulse train generator, sweep 


> CONTINUED > 
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280 SERIES ARBITRARY WAVEFORM GENERATORS (CONT.) 


generator, trigger generator, tone generator, and amplitude modulation source. These waveform generators 
use Direct Digital Synthesis (DDS) techniques and variable clock sampling technology to provide a fully featured 
programmable function and arbitrary waveform capability. Standard waveforms include: sine, square, triangle, 
dc, positive ramp, negative ramp, sine(x)/x, pulse, pulse train, cosine, haversine and havercosine. By using the 
Versatile Pulse generator capabilities each channel can generate complex pulse trains. Fully programmable via 
RS-232 or IEEE-488 interfaces. All functions are accessible via the front panel. Size: 3U, 5.11” (130mm) high; 
half-rack 8.34” (212mm) wide, 12.99” (330mm) deep. Weight: 9 lbs. Power: 110 to 120VAC or 220 to 240VAC. 
+/— 10%, 50/60Hz AC by internal adjustment. Includes power cord, user manual, and Window®-based mfg. 
part no. SW200ARB Waveform Manager Plus software, that allows advanced waveform creation, editing and 
management. Order mfg. part no. Y200H or Y200F 19” rack mounting kit separately below. 


No. of Band- Price Each 
Mfg. Part No. Channels width Modulation Type Stock No. 1+ 
281-U 115V 1Channels 16MHz AM, FM, PM, PWM 43K0434 3538.00 
282-U 115V 1Channels 16MHz AM, FM, PM, PWM 43K0435 5997.00 
284-U 115V 1Channels 16MHz AM, FM, PM, PWM 43K0436 9540.00 
PIM_85278 
290 SERIES WAVEFORM GENERATORS FLUKE. 


Calibration 


292-294 


291 
© Choice of 1, 2 and 4 independent or linked @ 10ns pulse pattern generator 
channels @ Waveform sequencing with up to 1024 segments 
@ 100 MS/s 12-bit arbitrary waveform capability @ Unlimited waveform storage using CF® memory 
@ 1M point waveform memory card 


@ 40 MHz function generator capabilities using DDS © Waveform Manager Plus software for Windows 
(50MHz for square waves) © USB interface in addition to RS-232 and GPIB 


290 series uses Direct Digital Synthesis techniques and variable clock sampling technology to provide fully 
featured programmable function and arbitrary waveform capability, combining many generators into one 
instrument. Signal simulation capabilities include arbitrary waveforms, function generator, pulse/pulse train 
generator, sweep generator, trigger generator, tone generator, and amplitude modulation source. Maximum 
arbitrary waveform size is 1 M points. Up to 500 user-defined waveforms may be stored on the removable 
memory card. Arbitrary waveforms can be defined by front panel editing controls, by downloading of waveform 
data via RS-232,USB or GPIB, or by writing directly to the removable memory card using the USB card reader/ 
writer connected to a PC. Waveforms: Sine, square, triangle, DC, positive ramp, negative ramp, sin(x)/x, pulse, 
pulse train, cosine, haversine and havercosine. 


No. of Band- Price Each 
Mfg. Part No. Channels width Modulation Type Stock No. 1+ 
281-U 115V 1Channels 16MHz AM, FM, PM, PWM 43K0434 3538.00 
291-U 115V 1Channels SOMHz AM 61M3743 5724.00 
292-U 115V 1Channels SOMHz AM 61M3744 8722.00 
294-U 115V 1Channels 5OMHz AM 61M3745 as 
PIM_102973 
FLUKE-271 DIRECT DIGITAL SYNTHESIS (DDS) FUNCTION FLUKE. 


GENERATOR 
WITH ARB 


Calibration 


© Four row alphanumeric LCD 
@ Arbitrary capability with storage for five user 
defined waveforms 
@ Multiple standard and complex waveforms recalled 
from internal memory 
Mfg. part no. 271 is a high-performance function generator using Direct Digital Synthesis (DDS) techniques. 
Standard waveforms include: sine, square, positive pulse, negative pulse, triangle, ramp up, ramp down. 
Additionally arbitrary waveforms include multi-level squarewaves, waveform hopping and pseudo-random noise. 
Extensive modulation capabilities make this a highly versatile signal source. Up to five arbitrary waveforms of 
1024 10-bit words can be stored in non-volatile memory. All waveforms can be swept over their full frequency 
range at a rate variable between 10 milliseconds and 15 minutes. All functions are accessible via the front 
panel. Size: 3U, 5.11” (130mm) high; half-rack 8.34” (212mm) wide, 12.99” (330mm) deep. Weight: 9 Ibs. 
Power: 110 to 120VAC or 220 to 240VAC +/— 10 %, 50/60Hz AC by internal adjustment. Includes user manual, 
power cord. Order mfg. part no. Y200H 19” rack mounting kit separately below. Also available, mfg. part no. 
SW200ARB Window®-based Waveform Manager Plus software, allows advanced waveform creation, editing 
and management; order separately, go online or call. 


@ Extensive modulation capabilities include Sweep, 
AM, Gating, Trigger/Burst, FSK and Hop 

@ Variable symmetry, variable duty cycle 

@ RS-232 and IEEE-488 interfaces 


No. of Band- Price Each 
Mfg. Part No. Channels width Modulation Type Stock No. 1+ 
271-U 115V 1Channels 40MHz AM, Burst, FSK 43K0433 = 
PIM_85277 
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AFG-2000/2100 SERIES ARBITRARY FUNCTION 


GENERATORS a 


© 0.1Hz to 5/12/25 MHz with in 0.1Hz Resolution 
@ Sine, Square, Triangular, Noise and Arbitrary 
Waveform 
@ 20MSa/s Sampling Rate, 10 bit Vertical Resolution 
and 4k Point Memory for Arbitrary Waveform 
© 1% ~ 99% adjustable duty cycle for Square 
Waveform 
@ Waveform Parameter Setting Through Numeric 
Keypad Entry & Knob Selection 
The AFG-2100/2000 Series Arbitrary Function Generator is a DDS (Direct Digital Synthesized) based signal 
generator designed to accommodate the Educational and Basic Industrial requirements for an accurate and 
affordable signal source covering the output of Sine, Square (Pulse), Ramp (Triangle), Noise and Arbitrary 
waveforms. The 20M Sa/s sampling rate, 10 bit vertical resolution and 4k point memory of the AFG-2100/2000 
Series provide user with a flexible environment for creating the specific waveform output as needed. The 
0.1Hz resolution of Sine, Square and Triangle waveforms and the 1% ~ 99% adjustable duty cycle of Square 
(Pulse) waveform are the remarkable features to greatly extend its application range in various fields. The 
AFG-2100/2000 Series includes 6 models in three frequency bands of 5MHz, 12MHz and 25MHz. AFG- 
2100 also carries additional features of AM/FM/FSK Modulation, Sweep, and Frequency Counter. The user 
friendly interface of AFG-2100/2000 Series allows user to set waveform parameters, including waveform 
type, frequency, amplitude, DC offset, modulation type, and duty cycle, through keypad entry and/or the knob 
selection, and display the set parameters on the 3.5” LCD screen. The AFG-2100/2000 Series is equipped with 
a USB Device interface for remote control and waveform editing through a PC. A waveform editing software is 
provided to facilitate the waveform creation on the PC. After the waveform editing is done, the user is able to 
download the waveform data from PC to the AFG-2100/2000 Series for signal output. 


. GWINSTEK 


Simply Reliable 


CE 


@ Amplitude, DC Offset and Other Key Setting 
Information Shown on the 3.5” LCD Screen 
Simultaneously 

@ AM/FM/FSK Modulation, Sweep, and Frequency 
Counter Functions (AFG-2100 only) 

@ USB Device Interface for Remote Control and 
Waveform Editing 

@ PC Arbitrary Waveform Editing Software 


No. of Band- Price Each 
Mfg. Part No. Channels width Modulation Type StockNo. | 1+ 
AFG-2005 1Channels 5MHz AM, FM, FSK 7979494 = 
AFG-2105 1Channels 5MHz AM, FM, FSK 7979497 = 
AFG-2012 1Channels 12MHz AM, FM, FSK 79T9495 = 
AFG-2112 1Channels 12MHz AM, FM, FSK 79T9498 es 
AFG-2125 1Channels 25MHz AM, FM, FSK 79T9499 = 

PIM_210128 


AFG-2225 ARBITRARY FUNCTION GENERATOR 


= GWINSTEK 


Simply Reliable 


CE 


Waveform 

@ High Resolution and Colored TFT LCD with 
Friendly User Interface 

@ Multiple Editing methods to Edit Arbitrary 
Waveform Easily 

© Built-in Standard AM/FM/PM/FSK/SUM/Sweep/ 

Same Characteristics as CH1 Burst and Frequency Counter 


@ Wide Frequency Ranges From 1uHz to 25MHz 
(sine/square wave) 

@ 4 uHz Resolution in Full Range 

@ Built-in Standard 120MSa/s, 10bit, 4k Points 
Arbitrary Waveform for Both Channels 

@ True Dual-Channel Output, CH2 Provides the 


© USB Host/Device Interface for Remote Control and 
Waveform Editing 


© Couple, Tracking, Phase Operations of Dual 
Channel are Supported 
© 1% ~ 99% Adjustable Duty Cycle for Square 
The AFG-2225 is a basic level dual-channel arbitrary function generator, which provides superior features in its 
class. Both channels are equipped with same characteristics to fit dual-signal applications such as differential 
or IQ signaling. The outstanding cost-performance value makes the AFG-2225 a practical instrument to 
accelerate the development process. The major features for both channels include 10Vpp output amplitude; 
25MHz frequency bandwidth with 1uHz resolution; built-in waveforms of Sine, Square, Ramp (Triangle) and 
Noise. As to the 1%~99% adjustable duty cycle of Square waveform can be used as pulse signal sources. For 
the arbitrary waveform, user can edit the 66 built-in waveforms or create a whole new one. Moreover, AFG- 
2225 carries features of AM/FM/PM/FSK/SUM Modulation, Sweep, Burst and Frequency Counter, which can be 
applied to various communication fields. In addition to the intuitive and friendly user interface, the 3.5-inch color 
LCD displays the comprehensive operation information including the true waveform presented at the output. 
USB Host and Device interfaces are equipped to link the AFG-2225 with other devices, which provide the 
flexibility of waveform generation for more practical usages. With link to GW Instek GDS-series Digital Storage 
Oscilloscopes (DSOs), the waveforms of interest can be captured and reconstructed. User can also use the 
arbitrary waveform PC software to edit the waveform and then send to AFG-2225 directly, or save the waveform 
into flash drive and then transfer to AFG-2225. 


No. of Band- Price Each 
Mfg. Part No. Channels width Modulation Type Stock No. 1+ 
AFG-2225 2Channels 25MHz AM, FM, FSK, PM 68W6323 = 
PIM_210124 


AFG-3000 SERIES ARBITRARY RUNCTION 
GENERATORS 


_GWINSTEK 


=? Simply Reliable 


| ce 


| ee 
i LiTT 


@ Wide frequency range from 1uHz to 80/50MHz 

@ High 200MSa/s sampling rate 

@ 16-bit Amplitude Resolution 

© Output from any section of 1M-point-long 
waveforms 

@ 4.3” high resolution LCD display/on-screen help/ 


Impedance switch 

@ Four ways to generate arbitrary waveforms: Front 
Panel Operation, CSV file uploading, Direct Wave- 
form Reconstruction (DWR), Arbitrary Waveform 
Editing PC Software 

@ USB, RS-232, GPIB interface support 
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AFG-3000 SERIES ARBITRARY FUNCTION GENERATORS (CONT.) 

The AFG-3000 Series is arbitrary waveform generator designed for industrial, scientific research and 
educational applications. The series comes in bandwidths of 80MHz (AFG-3081) and SOMHz (AFG-3051) with 
built-in multiple standard waveforms to meet users’ diversified needs. The AFG-3000 Series also provides a 
high 16 bit resolution, 200MSa/s sample rate and a 1M memory depth for editing arbitrary waveforms directly 
through the intuitive user interface. The Direct Waveform Reconstruction (DWR) function enables users to 
directly import waveforms from a GDS-2000 Series oscilloscope to the AFG-3000 via USB host, allowing users 
to edit waveforms and enhance measurement efficiency. 


No. of Band- Price Each 
Mfg. Part No. Channels width Modulation Type StockNo. | 1+ 
AFG-3051 2Channels 5SOMHz AM, FM, FSK, PWM 91R2033 os 
AFG-3081 2Channels 80MHz AM, FM, FSK, PWM 79T9500 = 


PIM_210127 


GFG-8200A SERIES ANALOG FUNCTION 
GENERATORS 


GW INSTEK 


Simply Reliable 


GFG-8219A 


CE 


GFG-8255A 


GFG-8250A 


@ Frequency Range: 0.3Hz ~ 3MHz (GFG- 
8215A/8216A/8217A/8219A) 


Function 

@ Two-Steps (-20dBx2) and Variable Attenuator 

@ Frequency Range: 0.5Hz ~ 5MHz (GFG- @ Built-In 6 Digits Counter with INT/EXT Function up 
8250A/8255A) to 150MHz(Except GFG-8215A) 

@ Waveforms: Sine, Triangle, Square,Ramp, TTL and @ INT/EXT AM/FM Modulation (GFG-8219A/8255A) 
CMOS Output © GCV Output for Synchronization (GFG-8219A/ 

@ External Voltage Controlled Frequency (VCF) 8255A) 


The GFG-8200A product family offers a complete solution in generating signals at the 3MHz/5MHz ranges. All 
models are embedded with standard functions such as TTL/CMOS/Ramp output, External Voltage Controlled 


Frequency (VCF), and built-in 6-digit counter (except for GFG-8215A). Further versatility of Logarithmic and 
Linear sweep is added into GFG-8255A/8219A/8217A, while GCV output feature and AM/FM modulation are 
available in GFG-8255A/8219A. All these integrated functions and user-friendly operations of the GFG-8200A 
series are made to accommodate the applications in audio response testing, vibration testing, servo system 
evaluation, ultra sound application, etc. 
No. of Band- Price Each 
Mfg. Part No. Channels width Modulation Type Stock No. 1+ 
GFG-8215A 1Channels 3MHz 7979547 = 
GFG-8216A 1Channels 3MHz ms 21M4925 = 
GFG-8219A 1Channels 3MHz AM, FM 24W9453 = 
GFG-8250A 1Channels 5MHz wih 16M1831 a3 
GFG-8255A 1Channels 5MHz AM, FM 7979548 a 
PIM_210136 


SFG-1000 SERIES DDS FUNCTION GENERATORS Gw INnSsSTEK 


Simply Reliable 


Features: 

@ DDS Technique and FPGA Chip Design 
@ Frequency Range of 0.1Hz to 3MHz 

@ High Frequency Accuracy + 20ppm 

@ High Frequency Stability + 20ppm 

The SFG-1000 Series, an economic function generator with high accuracy and high stability output, are 
designed based on the DDS (Direct Digital Synthesized) technology embedded in a large scale FPGA. The 
3MHz frequency range and the output waveform selection of Sine, Square, Triangle and TTL available in the 
SFG-1000 Series adequately provide the fundamental functions to ensure high confidence in test results. The 
DDS technology at an affordable price gives a high value solution to the users who need a signal source for 
accurate but simple measurement applications. 


@ Max. Frequency Resolution of 100mHz 

© Low Distortion Sine Wave : -55dBc,0.1Hz to 
200kHz 

® Voltage Display (Only SFG-1013) 


No. of Band- Price Each 
Mfg. Part No. Channels width Stock No. 1+ 
SFG-1003 1Channels 3MHz 79T9653 187.00 
PIM_213081 


USG SERIES USB SIGNAL GENERATORS 


ie md 


GWINSTEK 


Simply Reliable 


GWINSTEK 
USG-0103 


| ce 
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USG SERIES USB SIGNAL GENERATORS (CONT.) 

@ Frequency Range: 34.5MHz ~ 4400MHz @ -107dBc/Hz Phase Noise @100kHz Offset 

© Output Power Range: -30dBm ~ 0dBm @ Frequency Resolution: 10kHz 

© Continuous Wave Signal Without any Modulation @ PC USB Interface Powered and Controlled 

© Support Fixed Frequency, Frequency Sweep, @ External PC Software Support Different Operating 
Frequency Hopping & Power Sweep Mode System 

The USG-Series RF signal generator comes with five models to meet users’ requirements and in a pocket- 

sized, USB interface compatible RF signal generator with the frequency range from 35MHz to 4400MHz. The 

USG-Series provides continuous wave (CW) signal outputs without any signal modulation function. The built-in 

electronic attenuator of the USG-Series allows an adjustable power range from -30dBm to 0dBm. The USG- 

Series has several operational modes including fixed frequency, frequency sweep, frequency hopping, and 

power sweep. The USB-Series RF signal generator, with the frequency bandwidth limitation, provides lower 

harmonic output performance. 


Band- Price Each 
Mfg. Part No. width Stock No. 1+ 
@ USG-0818 1.8GHz 83X7001 = 
@ USG-2030 3GHz 83X7002 = 
@ USG-3044 4.4GHz 83X7003 _ 
@ USG-LF44 4.4GHz 83X6999 — 
@ USG-0103 300MHz 83X7000 = 
Price Each 
Mfg. Part No. Stock No. [fe _ | 
YesGTL-303 7979595 58.00 
PIM_5428197 
GENERATOR WAVEFORM / FUNCTION KEITHLEY 
@ 50MHz sine wave frequency A Tektronix Company 


@ 25MHz square wave frequency 

@ Arbitrary waveform generator with 256k-point, 
14-bit resolution 

© Built-in function generator capability includes: sine, 
square, triangle, noise, DC, etc. 

@ Precision pulses and square waves with fast (5ns) 
rise/fall times 

@ Built-in 10MHz external time base for multiple uni 
synchronization 

© Built-in AM, FM, PM, FSK, PWM modulation 


@ Frequency sweep and burst capability 

@ Waveform creation software, KiWAVE, included 

@ LXI Class C compliance 

Model 3390 is an easy-to-use programmable signal generator with advanced function, pulse, and arbitrary 
waveform capabilities. Superior signal integrity, faster rise and fall times, lower noise, and greater waveform 
memory combine to provide high quality output signals. High resolution waveforms are supported by four times 
the waveform memory of any competitive waveform generator on the market. From its fully featured arbitrary 
waveform generator (ARB) to its high speed and ease-of-use, the Model 3390 is a complete signal generation 
solution for all your waveform application needs up to SOMHz. 


No. of 
Mfg. Part No. | Channels 
3390 1Channels 


PIM_197674 


Price Each 
Stock No. 1+ 
5878433 a= 


Modulation Type 
AM, Burst, FM, FSK, PM, PWM, Sweep 


FUNCTION/ARBITRARY WAVEFORM 
GENERATORS 


@ 10 standard waveforms with sine and square to 
10MHz, 20MHz, 30 MHz or 80MHz 

@ Arbitrary waveforms at 50 MSa/s, 250 MSa/s or 
200 MSa/s 

© Custom waveform generation 

@ Direct Digital Synthesis for excellent stability 

@ Built-In Linear and Log Sweeps, AM, FM, FSK and 
Burst Modulation 

@ THD less than 0.04% and flatness as low as +0.1dB 


Mfg. part nos. 33210A, 33220A and 33250A give you 
10 standard waveforms and the ability to create versatile 
arbitrary waveforms, with 14-bit resolution. In addition, 
mfg. part nos. 33210A, 33220A and 33250A can be used as a pulse generator with variable edge time. Built-in 
modulation capabilities and both linear and log sweeps do not require additional function generators. External 
clock-reference timebase increases frequency stability while letting you generate precise phase-offset signals, 
phase-lock to another function generator, or to a 10 MHz frequency standard. All include software to create and 
edit waveforms as standard. Mfg. part no. 33220A includes GPIB, LAN and USB interfaces. Mfg. part no. 
33210A and 33250A include GPIB interface. The 33500 series function/arbitrary waveform generators have < 
40 ps jitter for any signal. 


KEYSIGHT 


TECHNOLOGIES 


33210A / 33220A / 33250A 


No. of Band- Price Each 
Mfg. Part No. Channels width Modulation Type Stock No. 1+ 
33210A/002 1Channels 7MHz AM, FM, PWM 02P0686 — 
33210A/001 1Channels 7MHz AM, FM, PWM 02P0685 ee 
@ 33210A 1Channels 10MHz AM, FM, PWM 02P0684 eS 
PIM_211828 
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33500B SERIES WAVEFORM 
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SIGNAL & FUNCTION GENERATOR 


KEYSIGHT 


GENERATORS 

© 8 upgradable models in 20 & 30MHz 

@ Sine waves with 5x lower harmonic distortion 

Higher bandwidth pulses with 10x less jitter 

Point-by-point arbitrary waveforms with sequencing 

16-bit resolution with 1mV to 10V ranges 

LAN (LXI-C), USB, and GPIB are standard in all 

models 

@ Non-Arb models can be upgraded to Arb 

© Memory options only available on non-Arb models 

@ Models with Arb include 1M memory and embed- 
ded editor (also applies to models upgraded to Arb) 2-channel 

@ 1-channel models can NOT be upgraded to @ MEM option is for 16M samples per channel 

33500B Series waveform generators is the first in its class with Agilent’s exclusive waveform technology. Agilent 

Trueform Ttechnology is the next generation in waveform signal creation and provides superior performance 

over previous waveform technology. This technology has more ability, fidelity, and choice than traditional DDS 


TECHNOLOGIES 


generators by offering the lowest jitter, lowest harmonic distortion and true point true point-by-point arbitrary 
waveforms. 33500B Series comes in 8 different models with various configurations: 20 or 30 MHz, 1- or 
2-channels, with Arb or without Arb and all models come with a large color display, embedded waveform editor, 
and CD with BenchLink Waveform Builder Pro Software 30-day trial. The 2-channel model has a flexible dual- 
channel mode with frequency and amplitude coupling, differential channels, and combined output channels. 
Upgrades available; go online or call. 
No. of Band- Price Each 
Mfg. PartNo. | Channels | width Modulation Type Stock No. 1+ 
@ 33509B 1Channels | 20MHz | AM, BPSK, FM, FSK, PM, PWM, Sum | 9476987 | 2346.00 
33511B-TAA | 1Channels | 20MHz | AM, BPSK, FM, FSK, PM, PWM, Sum | 69W0208 = 
@ 33519B 1Channels | 30MHz | AM, BPSK, FM, FSK, PM, PWM, Sum | 9476991 | 2622.00 
@ 33510B 2Channels | 20MHz | AM, BPSK, FM, FSK, PM, PWM, Sum | 9476988 | 3552.00 
33512B-TAA | 2Channels | 20MHz | AM, BPSK, FM, FSK, PM, PWM, Sum | 69W0209 = 
@ 33520B 2Channels | 30MHz | AM, BPSK, FM, FSK, PM, PWM, Sum | 9476992 | 3973.00 
33522B-TAA | 2Channels | 30MHz | AM, BPSK, FM, FSK, PM, PWM, Sum | 69W0213 — 
With Arb Capability 
@ 33511B 1Channels | 20MHz | AM, BPSK, FM, FSK, PM, PWM, Sum | 94T6989 | 2760.00 
@ 33521B 1Channels | 30MHz | AM, BPSK, FM, FSK, PM, PWM, Sum | 94T6993 | 3034.00 
@ 33512B 2Channels | 20MHz | AM, BPSK, FM, FSK, PM, PWM, Sum | 9476990 | 4187.00 
@ 33522B 2Channels | 30MHz | AM, BPSK, FM, FSK, PM, PWM, Sum | 9476994 | 4607.00 
PIM_211823 
33502A 2-CHANNEL 50Vpp ISOLATED KEYSIGHT 


AMPLIFIERS 

© Full-power BW 100kHz @ 50Vpp 
@ Small-signal BW> 300kHz 

® Slew rate 20V/us min. 

@ THD+N < 0.01% @ 10kHz, 40Vpp 
e 

e 


TECHNOLOGIES 


Output drive 200mA max. 

isolation floats +42Vpk to earth 

Mfg. part no. 33502A is a dual-channel, high voltage 
output amplifier. It has an isolated analog front end with 
up to 50 Vpp (425 V) output voltage range. It is also 
a very low-distortion amplifier with < 0.01% @ 10 kHz 
and 40 Vpp. Mfg. part no. 33502A is designed to work as a companion for function generators to offer low- 
distortion, higher voltage outputs. It is configured with LAN (LXI Class-C compliant) and USB interfaces to meet 
your computer IO needs. Mfg. part no. 33502A provides both a programmable interface and a softkey-driven 
front panel for flexibility in configuring. 


S 


No. of Band- Price Each 
Mfg. Part No. Channels width Stock No. 1+ 
33502A 2Channels 100kHz 51R1557 3949.00 
PIM_211824 
33600A SERIES TRUEFORM WAVEFORM KEYSIGHT 


GENERATORS 


TECHNOLOGIES 


@ 80 and 120 MHz, 1- and 2-channel models 
distortion 

@ 2-channnel coupling and synchronization 

@ Trueform waveforms sequencing 

@ PRBS serial patterns 

© Superior signal integrity with Trueform technology 
provides the lowest jitter and lowest distortion 

@ Flexibility to select needed functionality from 
four new value-priced models, with the ability to © Low jitter: 1 ps, low phase noise: -125 dBc/Hz 
upgrade later when your needs change @ Low harmonic and spurious 

Agilent's 33600A Series of waveform generators with exclusive Trueform Technology offer more capability, 

fidelity and flexibility than previous generation DDS waveform generators. Four new upgradeable models are 

available at 80 and 120 MHz with 1- and 2-channels. The 33600A Series offers a full set of standard features 

and an optional baseband I-Q signal player. 


© Superior user experience with intuitive front panel, 
complimentary software and localized online help 
and access to manuals from mobile devices 

@ Up to 120 MHz sine wave 

@ Up to 100 MHz pulse 

@ 1 GSa/s sampling rate 

® 14-bit amplitude resolution 

@ Up to 64 MSa per channel arb memory 


No. of Band- Price Each 
Mfg. Part No. | Channels | width Modulation Type Stock No. 1+ 
@ 33611A {Channels | 80MHz | AM, BPSK, FM, FSK, PM, PWM, Sum | 29X7419 | 5304.00 
@ 33621A {Channels | 120MHz | AM, BPSK, FM, FSK, PM, PWM, Sum | 29X7421 | 6220.00 
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BENCH TEST EQUIPMENT 


SIGNAL & FUNCTION GENERATORS 


33600A SERIES TRUEFORM WAVEFORM GENERATORS (CONT.) 


No. of Band- Price Each 
Mfg. PartNo. | Channels | width Modulation Type Stock No. 1+ 
@ 33612A 2Channels | 80MHz | AM, BPSK, FM, FSK, PM, PWM, Sum | 29X7420 | 7606.00 
@ 33622A 2Channels | 120MHz | AM, BPSK, FM, FSK, PM, PWM, Sum | 29X7422 | 8930.00 
PIM_211825 
AFG1000 ARBITRARY FUNCTION GENERATOR . 
dna CHIEN Ss Tektronix 
Key performance specifications: SS 


@ Dual-channel, 25 MHz or 60 MHz 
sine waveforms, 12.5 MHz or 30 
MHz square waveforms 

@ 14 bits, 125 MS/s or 300 MS/s 
arbitrary waveforms with 8 k points 
or 1 M points record length 

@ Amplitude 1 mVp-p to 10 Vp-p into 
50 Q loads 

Key features: 

© Continuous, sweeping, burst, and 
modulation modes (AM, FM, PM, 
ASK, FSK, PSK, PWM) covers 
most requirements for students and other users to 
get the experiments/test job done 

© 64-MByte internal non-volatile memory for arbitrary 


2 &e 


~ 
=] 
~ 
2 
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SS) 


© Standard USB host/device for memory expansion 
and remote control 

@ Free ArbExpress makes user defined waveforms 
editing extremely easy through an external USB 


waveform storage memory stick 
@ Built-in 200 MHz counter with 6-digit resolution © Compatible with TekSmartLab™ for easy teaching 
offers an easy and precise way of frequency/peri- and learning 


od/pulse width/duty cycle measurement 
The AFG1000 Series Arbitrary Function Generator provides a waveform generation tool with the best price 
performance ratio. It includes two models with dual channels, up to 60 MHz bandwidth and up to 10 Vp-poutput 
amplitude. The four run modes, 50 built-in frequently-used waveforms and the built-in 200 MHz frequency 
counter cover most waveform generation needs in your experiment and test jobs. The 3.95-inch TFT LCD, 
short-cut buttons, USB interface and PC software provide the most intuitive ways to configure the instrument. 


No. of Band- 
Channels | width 


Price Each 


Mfg. Part No. Modulation Type Stock No. 1+ 


AFG1022 2Channels | 25MHz AM, FM, FSK, PM 43Y2834 | 1150.00 
AFG1062 2Channels | 60MHz | AM, ASK, FM, FSK, PM, PSK, PWM | 58Y4498 | 1570.00 
PIM_5465772 
AFG2021 ARBITRARY / FUNCTION GENERATOR Tektronix 
@ 20 MHz sine, 10 MHz square and ra 


pulse waveforms provide coverage 
for your most common applications 

@ 250 MS/s sampling rate and 
14-bit vertical resolution enable the 
creation of high-fidelity signals 

@ The innovative UI reduces setup 
and evaluation time with direct 
access to frequently used functions 
and parameters 

© The internal 4 x 128 kS memory 
and the USB memory expansion 
capability provide substantial 
capacity for defining complex waveforms 

@ USB remote control port and USB flash drive port 
are included. GPIB and LAN interfaces are availa- 
ble as an option mfg. part no. suffix /GL 

© Built-in Modulation, Noise Generator, Burst, and 
Sweep modes for greater versatility 

@ Built-in waveforms provide quick access to 
commonly used signals 


@ Large 3.5 inch color screen displays both graphical 
and numeric waveform information simultaneously 

@ Menu and online help in 8 languages 

@ 2U height and half-rack width fits both benchtop 
and rack-mounted applications 

@ Free ArbExpress software makes waveform editing 
and downloading extremely easy 

@ Free SignalExpress software combines Tektronix 
bench instruments into a low-cost solution for 


automatic testing 
No. of Band- Price Each 

Mfg. Part No. Channels width Modulation Type Stock No. 1+ 

AFG2021:GL 1Channels 20MHz AM, FM, FSK, PM, PWM 05W5105 271.00 

AFG2021 1Channels 20MHz AM, FM, FSK, PM, PWM 05W5104 2630.00 
PIM_209482 
AFG3000C SERIES ARBITRARY FUNCTION . 
GENERATORS Tektronix 


@ 10 MHz, 25 MHz, 50 MHz, 100 MHz, or 240 MHz 
Sine Waveforms 

@ 14 bits, 250 MS/s, 1 GS/s, or 2 GS/s Arbitrary 
Waveforms 

@ Amplitude up to 20 Vp-p into 50 O Loads 

@ 5.6 in. Color TFT LCD Display for Full Confidence 
in Settings and Waveform Shape 

@ Multilanguage and Intuitive Operation Saves 
Setup Time 


@ Pulse Waveform with Variable Edge Times 

© AM, FM, PM, FSK, PWM 

© Sweep and Burst 

@ Dual-channel Models Save Cost and Bench Space 

@ USB Connector on Front Panel for Waveform 
Storage on Memory Device 

e USB, GPIB, and LAN 

@ LabVIEW and LabWindows/IVI-C Drivers 
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AFG3000C SERIES ARBITRARY FUNCTION GENERATORS (CONT.) 


Unmatched performance, versatility, intuitive operation, and affordability make the AFG3000C Series of 
Function, Arbitrary Waveform, and Pulse Generators the most useful instruments in the industry. Users can 
choose from 12 different standard waveforms. Arbitrary waveforms can be generated up to 128 K in length at 
high sampling rates. On pulse waveforms, leading and trailing edge time can be set independently. External 


signals can be connected and added to the output signal. Dual-channel models can generate two identical 
or completely different signals. All instruments feature a highly stable time base with only +1 ppm drift per 
year. Color TFT LCD screen on all models shows all relevant waveform parameters and graphical wave shape 
at a single glance. This gives full confidence in the signal settings and lets you focus on the task at hand. 
Shortcut keys provide direct access to frequently used functions and parameters. Others can be selected 
conveniently through clearly structured menus. This reduces the time needed for learning and relearning how 
to use the instrument. Look and feel are identical to the world’s most popular TDS3000 Oscilloscopes. With this 
PC software waveforms can be seamlessly imported from any Tektronix oscilloscope, or defined by standard 
functions, equation editor, and waveform math. 
No. of Band- Price Each 
Mfg. Part No. Channels width Modulation Type Stock No. 1+ 

@ AFG3011C 1Channels 10MHz AM, FM, FSK, PM, PWM 46W2420 7180.00 
AFG3021C 1Channels 25MHz AM, FM, FSK, PM, PWM 46W2422 = 

@ AFG3051C 1Channels 50MHz AM, PM, PWM 46W2424 = 

@ AFG3101C 1Channels 100MHz AM, PM, PWM 46W2426 = 

@ AFG3151C 1Channels 150MHz AM, FM, FSK, PM, PWM 520814 — 

@ AFG3251C 1Channels 240MHz AM, FM, FSK, PM, PWM 46W2428 = 
AFG3022C 2Channels 25MHz PM, PWM 46W2423 3890.00 
AFG3052C 2Channels 50MHz PM, PWM 46W2425 = 
AFG3102C 2Channels 100MHz AM, FM, FSK, PM, PWM 46W2427 = 

@ AFG3152C 2Channels 150MHz AM, FM, FSK, PM, PWM 520815 = 
AFG3252C 2Channels 240MHz AM, FM, FSK, PM, PWM 46W2429 a 

PIM_208889 

RF VECTOR SIGNAL GENERATOR . 

slanate Tektronix 

Features: WA 


@ Analog and vector/digital signal 
generation capabilities 

@ Dual baseband ARB generators 

@ Analog modulation standard 

@ True DC to 2 GHz, 4 GHz or 6 GHz 
to support both analog and vector/ 
digital signal generation 

© Typical <+0.30 dB amplitude 
accuracy (0 dBm CW signal at 22 
°C) from 10 MHz to 6 GHz 

@ 1/Q modulation inputs (400 MHz RF bandwidth) 

© Soft key upgrade to vector/digital modulation at 
very low cost © 12 pounds (5.6 kg) 

@ Digital modulation applications for GSM, EDGE, @ 2U high and half standard rack width 

The TSG4100A Series RF Vector Signal Generator offers mid-range performance and up to 200 MHz 

modulation bandwidth. They use a new technique to provide spurious free outputs with low phase noise (-113 

dBc/Hz at 20 kHz offset from 1 GHz carrier) and extraordinary frequency resolution (1 uHz at any frequency). 

The TSG4100A Series comes standard with analog modulation. Convenient, in-field software upgrades allow 

for easy transition from analog to more advanced vector and digital modulation capabilities, providing the most 


W-CDMA, APCO-25, 
© DECT, NADC, PDC, and TETRA 
@ USB, GPIB, RS-232, and LAN interfaces 


flexible configuration and best CAPEX protection. 
No. of Band- Price Each 

Mfg. Part No. Channels | width Modulation Type Stock No. the 
TSG4102A:E1 | 1Channels | 2GHz | ASK, FSK, MSK, PSK, QAM, VSB | 416489 | 13500.00 
TSG4104A:E1 | 1Channels | 4GHz | ASK, FSK, MSK, PSK, QAM, VSB | 416490 | 17100.00 
TSG4106A:E1 | 1Channels | 6GHz | ASK, FSK, MSK, PSK, QAM, VSB | 416491 | 23600.00 

PIM_5465694 

N9310A 9 kHz to 3 GHz RF SIGNAL KEYSIGHT 


GENERATOR 
@ 9 kHz to 3 GHz CW output, 20 Hz to 80 kHz low 
frequency (LF) output 


TECHNOLOGIES 


@ -127 to +13 dBm output level range (maximum +20 eee 
dBm settable) e i Ses 


@ -95 dBc/Hz SSB phase noise 

© Full sweep function: RF (9 kHz to 3 GHz) /Ampli- 
tude (-127 to +13 dBm), LF (20 Hz to 80 kHz) 

@ Extensive analog modulation: AM, FM, Phase, and 
Pulse modulation 

© Optional IQ modulator, 40 MHz bandwidth 

@ Intuitive GUI offering 11 languages 

© Standard USB connectivity for test automation and 

Mfg. part. no. N9310A RF Signal Generator features 9 kHz to 3 GHz with 0.1 Hz resolution and generates CW, 

analog modulated (AM/FM/@M) and pulse modulated signals. Wide bandwidth (40 MHz) IQ modulator enables 

digital modulated signals such as GSM, CDMA, OFDM from custom IQ signals. Easy programmable control for 

automation, either SCP! command or with Virtual Panel software in PC environment. Multi-language Ul and USB 

connectivity for easy operation and data storage. 


acgooada 
CBOB (I 


memory stick support 
@ SCPI command set for remote control 


No. of Band- Price Each 
Mfg. Part No. Channels width Modulation Type StockNo. | 1+ 
N9310A 1Channels 3GHz AM, FM, PM 21M4619 = 
PIM_211832 
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ENA SERIES NETWORK ANALYZERS 


Features: 
© 2-port, 50 ohm, S-parameter test set 


KEYSIGHT 


TECHNOLOGIES 


BENCH TEST EQUIPMENT 


NETWORK ANALYZERS 


U2000 SERIES & U2020 X-SERIES USB POWER SENSORS (CONT.) 


just a sensor. 


® Select the frequency option that best suits your C € @. | iricelEachy 
test needs and budget, and upgrade options ay Mfg. Part No. Power Type Stock No. 1+ 
at any time a 410MHz to 6GHz 
e Boost efficiency and productivity with the U2041XA -70dBm to +26dBm N Type 66Y9190 4953.00 
consistent measurement framework of the 
industry-standard ENA Series U2042XA -70dBm to +26dBm N Type 898564 7117.00 
@ Enhance your PCB manufacturing test capability 410MHz to 18GHz 
with Option 011 © Trace Noise: : 
@ Easier operation with support for 6 languages via softkey & the embedded help manual 0.015 dBrms Wea Woden ozedein Nlype JNUE SB8E100) 
in English/Simplified Chinese © Number of Built-In U2044XA -70dBm to +26dBm N Type 82Y0691 8243.00 
Specifications: Ports: 2 ports 10MHz to 33GHz 
© Maximum Frequency: 18 GHz © Noise Floor: -127 dBm U2049XA -70dBm to +20dBm APC Coaxial | 91Y4017 13294.00 
@ Dynamic Range: 117 dB © Best Speed at 201 Point, 1 Sweep: 9 ms 
© Output Power: 0 dBm PIM_211821 
Price Each 
Mfg. Part No. Display Functionality Stock No. 4+ E-SERIES RF POWER SENSORS KEYSIGHT 
100 kHz to 1.5 GHz TECHNOLOGIES 
E5063A/215 TFT LCD Touch Screen S-parameter test 17AC9159 16598.00 
100 kHz to 14 GHz 
E5063A/2D5 TFT LCD Touch Screen S-parameter test 17AC9153 39997.00 
100 kHz to 18 GHz 
E5063A/2H5 TFT LCD Touch Screen S-parameter test 17AC9155 | 50043.00 
100 kHz to 3 GHz Power sensors are designed to match the user's signals and modulation types. Choose from a versatile line 
E5063A/235 TFT LCD Touch Screen S-parameter test 17AC9161 19386.00 of nearly 20 different power sensors from Agilent Technologies. The sensors come in two series--8480 series 
700 kHz to 4.5 GH and E-series. 8480 series sensors include diode and thermocouple sensors. E-series are wide dynamic range 
en0ut: z diode sensors that store their calibration factors in EEPROM. The E-series are comprised of three families for 
E5063A/245 TFT LCD Touch Screen S-parameter test 17AC9163 | 20923.00 different applications. 
400 kHz to 500 MHz E-series E9320 peak and average power sensors are designed for use with the EPM-P power meters, and 
provide peak, peak-to-average ratio and average power of complex digital modulation formats. 
ES063A/205 TET LCD Touch Screen S-parameter test 17AC9157 13809.00 E-series E9300 average power sensors are designed for use with the EPM and EPM-P series power meters, 
100 kHz to 6.5 GHz and operate over 9 kHz to 24 GHz, -60 to +44 dBm. 
E5063A/265 TFT LCD Touch Screen S-parameter test 17AC9165 | 25939.00 E-Series E441XA CW power sensors are designed for use with the EPM and EPM-P series power meters, and 
100 kHz to 8.5 GHz operate over 10 MHz to 33 GHz, -70 to +20 dBm. 
E5063A/285 TFT LCD Touch Screen S-parameter test 17AC9167_ | 30906.00 [Price Each 
Mfg. Part No. Power Accuracy SWR Type Stock No. 1+ 
aati E9301H “50dBm to+30dBm | 24% | 1.45:1 | NType | 95H7904 | 4765.04 
9kHz to 6GHz 
TTR500 SERIES VECTOR NETWORK ANALYZERS Tektronix E9304A -G0dBm to +20dBm | +3% 1.19:1 | NType | 95H7905 | 3099.00 
— # 10MHz to 6GHz 
E9301A -60dBm to +20dBm 43% 1.19:1 N Type 95H7902 2861.00 
E9301B -30dBm to +44dBm 43.5% 1.12: N Type 95H7903 4770.00 
@ Frequency Range: 100 khz to 3 Ghz (TTR503A) @ Trace Noise: Less than 0.008 dBrms AONE to 18GHE = 
or100 khz to 6 Ghz (TTR506A) © Output Power: -50 to +7 dBm E4412A -70dBm to +20dBm o 1.27:1_| NType | 95H9604 | 2596.00 
@ Dynamic Range: Greater than 122 dB E9300A -60dBm to +20dBm 3% 1.26:1 N Type 95H7899 3595.00 
TTR500 Series VNA tightly integrates six RF receivers and two RF sources into a proprietary ASIC. With E9300H -50dBm to +30dBm +4% 1.281 N Type 95H7901 4005.00 
its innovative architecture and patented technology, the TTR500 Series VNA achieves the same level 3008 +440 95H7900 
of performance as a benchtop VNA, but at a lower cost and one-seventh the size and weight of units with £93008 7 iD: mt 5632.00 
comparable performance. 50MHz to 6GHz 
Price Each E9321A -50dBm to +20dBm 94H7055 2878.00 
Mfg. Part No. Stock No. 4+ E9322A -45dBm to +20dBm i is a 95H7906 3664.00 
Frequency Range — 100khz to 3Ghz E9323A -40dBm to +20dBm +0.8% 1.06:1 N Type 95H7907 5049.00 
TTR503A 16AC8523 —_ 50MHz to 18GHz 
Frequency Range — 100khz to 6Ghz E9325A -50dBm to +20dBm 95H7908 3304.00 
TTR506A 16AC4081 = E9326A -45dBm to +20dBm i se = 95H7909 4399.00 
PIM_5723707 E9327A -40dBm to +20dBm +0.8% 1.06:1 N Type 95H7910 5871.00 
50MHz to 26.5GHz 
U2000 SERIES & U2020 X-SERIES USB POWER KEYSIGHT E4413A -70dBm to +20dBm oi 1.26:1 95H9605 3484.00 
SENSORS TECHNOLOGIES EINES 
oy = Thermal Power Sensors ® 
7S) NRPxxTIIN Seri 
| 2a XxT/TN Series ROHDE & SCHWARZ 
a op? 
Ey 
A u 
U2020 X-Series 


U2000 Series 


U2000 Series 
@ Measures true average power for all signal types, 
unlimited bandwidth 


U2020 X-Series 
@ Measures Peak and Average Power 
@ Frequency range of 50 MHz to 40 GHz (sensor 


@ Frequency range of 9 kHz to 24 GHz (sensor dependent) 
dependent) © Wide peak power dynamic range of -30 to +20 
@ Wide dynamic range of -60 to +44 dBm (sensor dBm (50 dB) 
dependent) @ High measurement speed up to 3500 readings per 


second in buffered mode 
© Built in trigger in/out function, eliminating the need 
for an external module or power supply 
@ Internal zeroing capability to eliminate external @ Internal zeroing capability to eliminate external 
calibration calibration 
Agilent USB power sensors offer the capability to measure peak and average power of a power meter in a 
compact and portable form factor. Setup is fast and easy with the plug-and-play USB connectivity. Simply 
connect the sensor to your PC and start performing power measurement immediately with the N1918A power 
analysis manager software. . With Agilent's USB power sensors, you get what you need— simple setup, beyond 


> CONTINUED > 


@ High measurement speed up to 1000 readings per 
second in buffered mode 
@ Built in trigger in function 


1.800.463.9275 © newark.com 


LAN Version 


Standard Version 


Features: © Control and monitoring via LAN and USB 
@ Dynamic range: -35 dBm to +20 dBm © Outstanding performance for reference applicati 
@ Frequency range: DC to 110 GHz ons 


The R&S® NRP power meter sensors have long been recognized for delivering supreme precision and speed. 
The R&S® NRPxxT and R&S® NRPxxTN power sensors take power measurements to the next level. 


Frequency Price Each 
Mfg. Part No. Power Range Stock No. the 
1.85mm Plug 
NRP67T.02 -35dBmto+20dBm OHzto67GHz 950297 9840.00 
> CONTINUED > 
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RF POWER SENSORS 


Thermal Power Sensors (CONT.) NRP MULTI-PATH POWER SENSORS & 
Frequency Price Each - ROHDE & SCHWARZ 
Mfg. Part No. Power Range Stock No. 1+ ; . 
1.85mm Plug, LAN Version 
NRP67TN.02 -35dBmto+20dBm OHzto67GHz 95Y0298 11690.00 
4mm Plug 
NRP110T.02 -35dBmto+20dBm OHzto110GHz 95Y0284 13845.00 
2.4mm Plug 
NRPS5O0T.02 -35dBmto+20dBm OHzto50GHz 950293 7080.00 = 
2.4mm Plug, LAN Version Frequency bok) 
E 9, Mfg. Part No. Power Range Stock No. 1+ 
NRP5OTN.02 | -35dBmto+20dBm OHzto50GHz 95Y0294 8930.00 2.4mm Plug, USB 
2.92mm Plug NRP50S.02 -70dBmto+20dBm S0MHzt050GHz 94Y6213 | 10850.00 
NRP40T.02 | -35dBmto+20dBm OHzto40GHz 9570291 6065.00 2.4mm Plug, USB/LAN 
2.92mm Plug, LAN Version NRPS5OSN.02 -70dBmto+20dBm S0MHzto50GHz 946216 | 12745.00 
NRP40TN.02 -35dBmto+20dBm OHzto40GHz 95Y0292 7900.00 2.92mm Plug, USB 
3.5mm Plug NRP40S.02 -70dBmto+20dBm 50MHzto40GHz 94Y6211 9095.00 
NRP33T.02 -35dBmto+20dBm OHzto33GHz 95Y0289 5360.00 2.92mm Plug, USB/LAN 
3.5mm Plug, LAN Version NRP4OSN.02 -70dBmto+20dBm S0MHzto40GHz 94¥6212 | 11000.00 
NRP33TN.02 -35dBmto+20dBm OHzto33GHz 95Y0290 6950.00 3.5mm Plug, USB 
N Type Plug NRP33S.02 -70dBmto+23dBm 10MHzto33GHz 94Y6205 8080.00 
NRP18T.02 | -35dBmto+20dBm OHzto18GHz 95Y0287 2997.78 3.5mm Plug, USBILAN 
N Type Plug, LAN Version NRP33SN.02 -T0dBmio+23dBm 10MHzto33GHz 946208 | 1055.00 
NRP18TN.02 | -35dBmto+20dBm OHzto18GHz 95Y0288 5995.00 N Type Plug, USB 
PIM_5718380 NRP8S.02 -70dBmto+23dBm 10MHzto8GHz 94Y6219 5090.00 
oe ee ee NRP18S.02 -70dBmto+23dBm 10MHzto18GHz 94Y6195 6100.00 
Three-Path Diode Power Sensors & N Type Plug, USB/LAN 
NRP Power Sensor Family ROHDE & SCHWARZ NRP8SN.02 -70dBmto+23dBm 10MHzto8GHz 94Y6222 7080.00 
NRP18SN.02 -70dBmto+23dBm 10MHzto18GHz 94Y6198 8110.00 
PIM_5675486 
RF & MICROWAVE POWER SENSORS/METERS Tektronix 
FA 
USB USB/LAN 
Rohde & Schwarz presents its new R&S NRPxxS and R&S NRPxxSN USB three-path diode power sensors. 
The completely redesigned sensors offer unprecedented measurement speed and measurement accuracy, 
even at low levels. The R&S NRPxxSN model offers both a USB and a LAN interface. Both power sensor Feat ‘ RSMEOH eNO: i sires cea 
models are available for three different frequency ranges, from 10 MHz to 8 GHz, to 18 GHz and to 33 GHz - the s Martial and Relative Measurement Modes Seat sy ene Power Measurements on Modu- 


largest choice of ranges on the market. eh = 
Outstanding Measurement Speed - The R&S NRPxxS/SN sensors enable 10 000 triggered measurements * Offset, Frequency Response, and 75 O Minimum lated Signals such as GSM, CDMA, WCDMA, 


P i , a 5 oe i Loss Pad Correction HSPA, WiMAX up to 10 MHz 
per second with a minimum trigger repetition rate of 100 ys. A special mode even permits in excess of 50 000 Sais ; : 
equidistant measurements per second. And the improved three-path diode design made it possible to decrease : Poca a Mode tie eae tats sll ling 
the lower measurement limit to -70 dBm. The result is a very wide dynamic range of 93 dB and instruments that ; Fekbies ee Modes for Quick, Stabl re fe i iti fee ei Other RE aM 
can measure up to four times faster than previous solutions, especially at low levels. Mex Ee AVETAGING MGOES TOF UICK, © can aie witcnes, an er Riana Microwave 
LAN operation via web browser - The new LAN interface on the R&S NRPxxSN model now allows remote easUremenis oMponents 
power measurements over large distances. For example, it is possible to control monitoring applications for Price Each 
satellite systems or particle accelerators via a central PC by placing sensors at various positions in the system. Mfg. Part No. Power Accuracy SWR Type Stock No. 4+ 
The power sensor is conveniently controlled from a GUI accessed via web browser. No additional software is 100MHz to 8GH 
needed. 210) Z - 
Numerous test modes for a wide variety of applications - Thanks to their outstanding performance, R&S PSM5120 | -60dBm to+20dBm | +2.6% | 1.18:1,1.15:1 | Male Disconnect | 67T0016 = 
NRPxxS/SN power sensors help mobile communications users perform power measurements on signals such PIM 198544 
as GSM, 3GPP, LTE and LTE-Advanced. The 33 GHz model is also ideal for development and production of = 
anticollision radar systems in the automotive sector. The continuous average, burst average, timeslot average, 
gate average and trace measurement test modes all remain available. UNIVERSAL FREQUENCY COUNTERS BK PRECISION 
Frequency nenicelEachy Mfg. part no. 1823A benchtop universal counter s 
Mfg. Part No. Power Range Stock No. 1+ measures frequency to 2.4GHz. 8-digit display 
2.4mm Plug, USB provides up to 0.1Hz resolution. Large bright LED 
NRP50S.02 -70dBmto+20dBm 5OMHzto50GHz 946213 10850.00 display. Includes period, period average, totalize, 
ratio, time interval, selectable gate time and min./ 
2.4mm Plug, USB/LAN max.lavg. 8-digit LED. Sensitivity to 20mV rms. AC 
NRPS5OSN.02 -70dBmto+20dBm 50MHzto50GHz 946216 12745.00 power: 100/120/220/240VAC, 50/60Hz. Mfg. part 
no. 1856D benchtop reciprocal frequency counter 
2.92mm Plug, USB measures frequency to 3.5GHz based a 10 MHz TCO 
NRP40S.02 -70dBmto+20dBm 50MHzto40GHz 94Y6211 9095.00 (Temperature Controlled Oscillator). 9-digit display 
2.92mm Plug, USB/LAN provides up to 10 nHz resolution. Large bright LED 
NRP4OSN.02 "7OdBmto+20dBm 5OMHzto40GHz 94¥6212 | 11000.00 penal Hetseyain teat alsa period, 
3.5mm Plug, USB 
NRP33S.02 -70dBmto+23dBm 10MHzto33GHz 946205 8080.00 Bncsleach 
3.5mm Plug, USB/LAN Mfg. Part No. Frequency Measuring Range Stock No. 1+ 
NRP33SN.02 -70dBmto+23dBm 1OMHzto33GHz 946208 10055.00 Data Hold, Frequency, Period, Ratio, Remote Self Test, Start-Stop, Time Interval, Totalise 
N Type Plug, USB © 1823A 0.1Hz to 2.4GHz 57K8330 a 
NRP8S.02 -70dBmto+23dBm 10MHzto8GHz 946219 5090.00 Frequency, Period, Totalise 
NRP18S.02 -70dBmto+23dBm 10MHzto18GHz 946195 6100.00 @ 1856D 0.1Hz to 3.5GHz 978046 = 
N Type Plug, USB/LAN PIM 33277 
NRP8SN.02 -70dBmto+23dBm 10MHzto8GHz 946222 7080.00 
NRP18SN.02 -70dBmto+23dBm 10MHzto18GHz 946198 8110.00 
PIM_5715467 
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CW MICROWAVE COUNTERS KEYSIGHT 


TECHNOLOGIES 


@ GPIB and RS-232 standard 
@ Lightweight and rugged 
© Battery optional 


@ Ultrawide range, single input (from 50 MHz up 
to 46 GHz) 

@ Simultaneous power and frequency measurement 
with analog peaking indicator 

The innovative designs of the Keysight 53150 Series microwave counters offer an uncluttered, feature- laden 


front panel. These designs present no-compromise performance and quality in a surprisingly small, light, battery 
operated product. 
Price Each 
Mfg. Part No. Frequency Measuring Range Stock No. a=! 
Frequency, Power 
53150A 10Hz to 125MHz 97H1803 = 
53151A 10Hz to 125MHz 92H6471 = 
53152A 10Hz to 125MHz 21J7290 = 
PIM_212550 
53140 SERIES MICROWAVE COUNTER, POWER KEYSIGHT 


METER AND DVM 


© Achoice of frequency counter ranges up to 46 GHz 

@ A true power meter to meet your “laboratory-accura- 
cy” requirements in the field 

@ Adc DVM to assist with antenna alignment and 
telecom power supply measurements 

@ Lightweight, rugged and a battery option for 
complete portability in the field 

The 53140 series reduces the weight, volume and 

hassle of carrying multiple pieces of equipment in the 

field by combining these three instruments into one. Its 

rubber bumpers make it rugged and ready to withstand 

the elements. A soft carrying case option makes transit 

to the field easy and has a pouch for accessory storage. You will not have to worry about ac power availability 

at the site with the 53140 series’ battery option. Plus its LCD display with a switchable backlite saves on 

battery life. 


TECHNOLOGIES 


BENCH TEST EQUIPMENT 


COUNTERS 


Frequency Counter (CONT.) 

Features: 

@ Measurement from 0Hz to 3GHz, 2 measurement 
inputs DC to 200MHz, 1 measurement input 
100MHz to 3GHz 

© Input impedance A/B of 50 ohm/1Mohm (switcha- 
ble), sensitivity 25mVRMS 

© Input impedance C is 50 ohm, sensitivity 
30mVRMS & input for external time base (10MHz) 

@ 400MHz time base with 0.5ppm stability, 10 digit 
resolution at 10s gate time 

@ 9 measurement functions, external gate and 
arming connectors (BNC) 

The HM8123.02 from Rohde & Schwarz is a 3GHz programmable universal counter. The counter does 

measurement functions such as frequency A/B/C, period duration A, width A, totalize A, RPM A, frequency ratio 

ASB, time interval A:B, time interval A:B (average), phase A to B, duty cycle A, burst measurements. It has an 

83mm x 21mm LCD display, power supply of 115V/230V 410%, 45Hz to 60Hz, CAT Il and consumes power of 

20W approximately. This counter operate at temperature range of +5°C to +40°C and relative humidity ranging 
from 5% to 80% (non condensing). 


® Aging is less than 0.27ppm per month, 0.05ppm 
per day 

@ TCXO (temperature stability: +0.5 x 10“(-6)), 
fanless design (HM8123.02) 

@ OCXO (temperature stability: +1 x 10’(-8)), fanless 
design (HM8123-X.02) 

@ Intuitive one-pushbutton operation, each function 
directly selectable 

@ Galvanically isolated USB/RS-232 dual-interface 

© Dimension is 285mm x 75mm x 365mm (W x 
Hx D) 


Price Each 
Mfg. Part No. Stock No. 1+ 


Burst Width, Duty Cycle, Frequency, Period, Phase, Ratio, RPM, Time Interval, Totalise - With 
OCXO 


HM8123-x.02 94Y5800 Ss 


Burst Width, Duty Cycle, Frequency, Period, Phase, Ratio, RPM, Time Interval, Totalise - With 
TCXO 


HM8123.02 
PIM_5718417 


945799 as 


MCA3000 SERIES MICROWAVE COUNTER / 


ANALYZERS & INTEGRATED POWER METER Tektronix 


CE 


Features © Zero dead-time frequency/period measurements 
@ Automated Measurements: Frequency, Period, Specifications 
Ratio, Time Interval, Time Interval Error, Pulse @ Microwave analyzer channel with CW or Burst 


Width, Rise/Fall Time, Phase Angle, Duty Cycle, 
Max./Min. Voltage, Peak-to-Peak Voltage 


© Two 300 MHz general-purpose channels 

e 
Integrated Power Meter @ 12 digit/s frequency resolution, 14 digit display 

e 

e 


-35 dBm to +10 dBm power range 


Price Each e 
: |i sane © Multi-parameter display 25 ms (Auto) or Zero (Manual) acquisition time 
Mfg. Part No. Frequency Measuring Range StockiNo! ts © Trend Plot mode Optional 1.5x10-8 ultra high-stability oven time 
Frequency, Power, DC Voltage © Measurement Statistics and Histogram mode base 
§3147A 10Hz to 125MHz 57J4680 = @ Allan deviation 
53148A 10Hz to 125MHz 0731333 = Price Each 
53149A 10Hz to 125MHz 07/1180 = Mfg. Part No. Frequency Measuring Range Stock No. 1+ 
PIM_212548 Duty Cycle, Frequency, Peak Voltage, Period, Phase Angle, Pulse Width, Time Interval 
MCA3027 0Hz to 27GHz 84R5911 = 
53200A SERIES RF AND UNIVERSAL FREQUENCY KEYSIGHT MCA3O40 DHE oH BARS8 Zia | 28000100 
COUNTER/TIMERS TECHNOLOGIES PIM_188943 
© Optional 6 GHz or 15 GHz Input - = 
© Single-shot resolution 20ps models 
Bel peeraeiene iran FCA3000 & FCA3100 SERIES TIMER / COUNTER / Tektronix 
© LXI-C, LAN, USB, GPIB ANALYZERS 
@ 1MSa continuous/gap-free measurement and Features 


timestamp capability (53230A) 
© Optional pulse microwave measurements (53230A) . 
and battery CO woeeece @| 
@ One year manufacturer's warranty 
53200A series new generation of 350 MHz RF and 
Universal counter/timers with new performance and usability standards. Large color graphical display: Math, 
statistics, histogram, trend/stripchart, datalogging. The first frequency counters with LXI-C compliance, 
the combination of high speed measurements and new built-in analysis and graphing capabilities provide 
functionality not previously available. Counters include cert. of calibration, power cord, software, operating and 
programming guides. 


Price Each 
Mfg. Part No. Frequency Measuring Range Stock No. 1+ 
Frequency 
@ 53210A {MHz to 350MHz 86R9475 3296.00 
Frequency, Time Interval 
@ 53220A 1MHz to 350MHz 86R9477 3805.00 
@ 53230A 1MHz to 350MHz 86R9479 5919.00 
53230A-TAA 1MHz to 350MHz 4774398 es 
PIM_211766 
Frequency Counter & 
ROHDE & SCHWARZ 
> CONTINUED > 
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© Automated measurements: 
Frequency, Period, Ratio, Time 
Interval, Time Interval Error, Pulse 
Width, Rise/Fall Time, Phase Angle, 
Duty Cycle, Max./Min. Voltage, 
Peak-to-Peak Voltage 

© Totalize measurement (FCA3100 
series) 

© Multi-parameter display 

® Trend plot mode 

© Measurement statistics mode 

@ Histogram mode 

e 

e 

e 


CE 


Specifications 

© Up to 3 input channels 

@ 12 Digit/s frequency resolution 

© 0.001° phase resolution 

© Optional 5x10-8 High-stability oven 
time base 


Allan deviation 
Zero dead-time frequency/period measurements 
Continuous data streaming over USB/GPIB bus during meas- 
urement (FCA3100 series) 
@ Programmable pulse output from 0.5Hz to 50MHz 


Price Each 
Mfg. Part No. Frequency Measuring Range Stock No. 1+ 
Duty Cycle, Frequency, Peak Voltage, Period, Phase Angle, Pulse Width, Time Interval 
@ FCA3000 0.001Hz to 400MHz 84R5905 4060.00 
FCA3003 OHz to 3GHz 84R5906 5870.00 
FCA3020 0Hz to 20GHz 84R5907 12200.00 


Duty Cycle, Frequency, Peak Voltage, Period, Phase Angle, Pulse Width, Time Interval, 
Totalise 


@ FCA3100 0.001Hz to 400MHz 84R5908 6290.00 
FCA3103 OHz to 3GHz 84R5909 8160.00 
FCA3120 OHz to 20GHz 84R5910 14400.00 

PIM_188935 
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BENCH TEST EQUIPMENT @ Indicates RoHS Compliant 4] Find Datasheets Online 


DATA ACQUISITION EQUIPME 


FLUKE. conn SERIES MULTIMETER / DATA ACQUISITION / SWITCH SYSTEMS 


Celibration © Combines functions of DMM, switch system, and — @ Convenient front panel inputs 
datalogger © Free LabVIEW®, LabWindows / CVI, Visual Basic, 
© True 6-1/2 digit (22-bit) resolution and C/C++ drivers (IVI style) 
© Choice of 12 switch/control plug-in modules @ Ethernet, GPIB, RS-232 communications 
© Up to 200 differential input channels (with 300V capabilities 
isolation) for measurement and control @ Free ExceLINX™-1A datalogging software 


Data Acquisition Unit 
22 Channel 


Integra Series systems combine precision measurement, switching, and control in a single, tightly integrated 
enclosure for either rack-mounted or benchtop applications. These cost-effective, high performance test 
platforms offer affordable alternatives to separate DMMs and switch systems, dataloggers/recorders, plug- 
in card data acquisition equipment, and VXI/PXI systems. The Integra Series plug-in switching and control 
modules offer unmatched flexibility and testing efficiency for a wide range of industries and applications. 
System builders can create test solutions with a combination of channel count, cost per channel, and system 
performance unmatched by any other single-box measurement system. The input modules provide the flexibility 

© Easy-to-use menu system for setup and data capture of chart or data displays a to vary the channel count from 20 to 200 (2-pole), apply a stimulus to the device under test, route signals, control 

management @ 45 channels/second basic de scan rate, internal dimak a ts with up to 14 functi Robust digital I/O bili 

® ACV,DCV,ACI, DCI, thermocouple, PRT (2, 3,4 75,000 scan/setup file memory system components, and make precision measurements with up to nctions. Robust digital /O capabilities 
can be used for triggering, handshaking with other automation equipment, and alarm limit outputs. Scan rates 


Features: between scans 
© On screen colour trend graphing and analysis @ 20 on-board math channels, one-button screen 


W), thermistor, resistance (2-4W), frequency e USB flash drive support, data security features, ‘ ai Hi 
© Multi-channel real-time data display CAT II 300 V input safety rated of up to 500 channels/second (up to 3500 readings/second on a single channel) will increase test productivity. 
© 6.5 digit bench DMM function for front panel inputs + Supported by TQSoft and TQAero thermal valida- Model 
© Monitor function for real time viewing and charting tion software for enhanced data collection No. of differential input channels: 
The 2638A/05 from Fluke Calibration is a Hydra series III 22-channel data acquisition system. The 2638A/05 is a Matrix crosspoints: 
22 channel true differential analogue input data logger with the Fluke universal input connector that lets connect Pe - 
and disconnect any type of input to any channel, quickly and easily. Selectable inputs include DC voltage, AC Ohms resolution: 
voltage, resistance, thermocouple, RTD, thermistor, frequency and DC and AC current. User can also use the Dry circuit ohms (20mV clamp): 
2638A/05 with optional software and other Fluke data loggers to create a flexible, customized data acquisition No. of slots: 
system. DC measurement accuracy of 0.0024%, basic 0.5°C thermocouple accuracy, full-colour display, easy- : 
to-use menu system and industrial safety ratings put the 2638A in a category of its own as a precision data Memory buffer: 55,000 rdgs 110,000 rdgs 
acquisition system. The dedicated 6.5 digit digital multimeter (DMM) mode provides additional utility and value. Size (2U height): Half-rack width Full-rack width 
i Communications: GPIB, RS-232 
Input Band- Price Each 2 
Mfg. Part No. Voltage width Stock No. 1+ Scan-Rate (memory): 180/s 230/s 
22 Channels Scan-Rate (bus): 145/s 210/s 
2638A/05 240V 200Hz 9870260 = — eee _ a 
lax. External Trigger Rate: 
PIM_5705054 
——————— HariceE@CHy 
Mfg. Part No. Stock No. 1+ 
1586A SUPER-DAQ PRECISION TEMPERATURE SCANNER FLUKE. aT aenOTaT = 
Calibration 2750 1131599 4220.00 
With/20-Channel Differentail Multiplexer Module 
—2rogmmoo BBA 2650.00 
With/Ethernet Support 
2701 23R9246 = 
With/Ethernet Support, Auto/Manual 
2701-US 44X2665 = 
PIM_198143 
@ Measure thermocouples, PRTs, thermistors, dc simultaneously 
voltage, de current, and resistance @ Automated sensor calibration: Control Fluke 
© PRTs: +0.005°C (using external DAQ-STAQ Calibration temperature sources such as dry-wells 34970A and 34972A DATA ACQUISITION SWITCH KEYSIGHT 
Multiplexer) or micro-baths for automated calibration routines UNIT AND MODULES TECHNOLOGIES 
© Thermocouples: +0.5°C (using High-Capacity © Data storage: Records up to 20 MB of data and 
Module and internal CJC) setup files to internal non-volatile memory or to an EEE £ 
@ Thermistors: +0.002°C external USB drive. Transfer data to a PC using j 
@ Input Channels: Up to 40 isolated universal inputs the USB drive or LAN connection and view data in 
@ Flexible configuration: Internal High- Capacity Microsoft® Excel 
Module and/or DAQ-STAQ Multiplexer © Data security: Administrator and user profiles for 
® Selectable scan speed: Up to 10 channels per protecting settings and ensuring test traceability Modules 
second © Mx +B scaling and channel offset zero function 34970A 349724 
© Four modes of operation: Scan, Monitor, Measure, @ Alarms: Two independent, user-defined alarms © 3slot main 8 witch and contral glug © Benchlink Data L Software t fi d 
Digital Multimeter (DMM) for each channel indicate when an upper or lower See Tame, 2 SWilcnenid!Conwol plug-in atol hei siepley results ee inrcier data 
e ti aa: j 
Ee ee ia ee : iy cae e - bee has sie fener temonthe market ° &1/2-Digt (22-Bt) Internal DMM © Built-in GPIB and RS-232 Interfaces (34970A) 
It e ord t is 7 ied earn e a ex . ral fos ure ve ain AD ste Ng ofl | e nig baa @ Scan rates up to 250 channels/second @ Built-in LAN and USB Interfaces (34972A) 
men oy aeean acral ures CON _ SuperDAG ae ea OE ye inpure te al ere @ Measures 11 Functions Without External Signal © 0.004% Basic DCV Accuracy 
lis i ies ne Gharine’s per hia > Sheen t Sah e it igured:tor ai oA a ‘inthee es a Conditioning @ 50K Readings of Non-Volatile Memory Holds Data 
logger in the factory or as a precision reference thermometer for benchtop sensor calibration in the lab. © Up to 60 2-wire mux or 96 2-wire matrix cross- When Power Is Removed 
Input Price Each points in one mainframe 
Mfg. Part No. Voltage Stock No. 1+ POWERFUL FLEXIBILITY TO GET YOUR JOB DONE 
40 Channels Whether you need to measure temperature, AC/DC volts, resistance, frequency or current - mfg. part no. 
34970A can handle it. The internal autoranging DMM directly measures 11 different functions, eliminating the 
1586A/1DS 120 132V 42X9805 6471.00 need for expensive external signal conditioning. Each channel can be configured for maximum flexibility. 
1586A/1HC 120 132V 42X9807 4553.00 34970A data acquisition/switch uni 
132V 42X9809 includes operating and service manuals, calibration certificate, Quick Start package (Benchlink Data Logger 
ISEOAZD S120 SIESI08 software, RS-232 cable, thermocouple, screwdriver) and power cord. Modules must be purchased separately. 
1586A/2HC 120 132V 42x9811 5308.00 34972A data acquisition/switch uni 
1586A/DS-HC 120 132V 42X9803 7216.00 includes internal 6 1/2 digit DMM, operating and service manuals, test report, Quick Start package (Benchlink 
Data Logger software, thermocouple, screwdriver) and power cord. Modules must be purchased separately. 
PIM_212398 MODULES: 
——[—————— Oe OO = 34901A 20-Channel Armature Multiplexer 
60 ch/s scanning, 2- and 4-wire scanning, built-in thermocouple reference junction, 300V switching. 2 additional 
INTEGRA SERIES MULTIMETER / DATA ACQUISITION KEITH LEY used inputs (22 channel total) route up to 1A of current to the internal DMM, allowing current measurements 


| SWITCH SYSTEMS : without the need for an external shunt. 
A Tektronix Company 34902A 16-Channel High-Speed Multiplexer Module 
C €E 250 channels/s scanning, 2- and 4-wire scanning, built-in thermocouple reference junction, 300V switching. 


User provided shunts required for current measurements. 

34903A 20-Channel Actuator/General Purpose Switch Module 

SPDT (Form C) latching relays, 300V, 1A, 50W actuation and control. Use to cycle power to test sample, actuate 
external power relays and solenoids. 

34904A 4 x 8 2-Wire Matrix Switch Module 

32 2-wire crosspoints, 300V, 1A switching. Rows or columns may be connected between multiple modules to 
build 8 x 8, 4 x 16 or larger matrices, with up to 96 crosspoints in a single frame. 

34905A Dual 4-Channel RF Multiplexer 50 Ohms 

2GHz bandwidth (1GHz with included BNC-to-SMB adapters). Route signals between your DUT and signal 
generator, oscilloscope, spectrum analyzer, or other instrumentation. Arranged as two independent 1 x 4 
multiplexers. 
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34970A and 34972A DATA ACQUISITION SWITCH UNIT AND MODULES 


BENCH TEST EQUIPMENT 


TA ACQUISITION EQUIPMENT 


Switch System Cards & Multiplexers 


(CONT.) For Use Price Each 
34906A Dual 4-Channel RF Multiplexer 75 Ohms Mfg. Part No. With Stock No. he 
2GHz bandwidth (1GHz with included BNC-to-SMB adapters). Route signals between your DUT and signal Armature Multiplexer, 40-channel armature multiplexer with low thermal offset 
generator, oscilloscope, spectrum analyzer, or other instrumentation. Arranged as two independent 1 x 4 2 
multiplexers. 34921A Keysight 34980A Mainframe 56J9904 1361.00 
ieee dail yer oy ba ut, 100kHz totalizer input. Two +12V analog outputs attire Mu pa 1 can arate PSE 
34908A 40-Channel Single Ended Mulplexer Module cea 34922A Keysight 34980A Mainframe posses Zui2i0h 
60 channels/s scanning, single-wire switching for common-low applications, built-in thermocouple reference Breadboard Module, Breadboard module 
junction, 300V switching. All two-wire internal measurements except current are supported. 34959A, Keysight 34980A Mainframe 6432255 745.00 
DATA ACQUISITION SWITCH UNIT aa 7 rae ri 
Digital I/O with Memory & Counter, 64-bit digital I/O with memory and counter 
Input | Price Each 34950A Keysight 34980A Mainframe 64J2251 2143.00 
Mfg. Part No. Voltage StockiNo: is Dual/Quad Reed Matrix, Dual/Quad 4x8 reed matrix 
4 Channels 34933A Keysight 34980A Mainframe 56/9911 1767.00 
@ 34970A ey oe) 2615.00 Dual Armature Matrix, Dual 4x16 armature matrix 
SAOTOASTAA zi SSTESI6 = 34932A Keysight 34980A Mainframe 569910 2459.00 
@ 34972A 240V 55R0480 2330.00 a ; 
Dual Armature Matrix, Dual 4x8 armature matrix 
34972A-TAA 240V estes os 34931 Keysight 34980A Mainframe 56/9909 1587.00 
PIM_211767 General Purpose Module, 20-channel, 5-amp 
34938A Keysight 34980A Mainframe 56/9913 1872.00 
Switch System Cards & Multiplexers General Purpose Module, 28-channel and 4-channel 
For Use Price Each 34937A Keysight 34980A Mainframe 56J9912 1532.00 
Mfg. Part No. With Stock No. 1+ General Purpose Module, 64-channel 
Actuator Module 34939A Keysight 34980A Mainframe 07P8521 1932.00 
34903A-TAA Keysight 34970A Data Logger 9378510 = Microwave Switch, Attenuator Driver, Microwave switch/attenuator driver 
Dual RF Multiplexer 4 Channel 34945A Keysight 34980A Mainframe 64J2250 1866.00 
@ 34905A Keysight 34970A Data Logger 83F4195 1323.00 Module Extender, Module extender for 34980A 
34906A Keysight 34970A Data Logger 83F4196 1323.00 Y1132A Keysight 34980A Mainframe 99K4543 318.00 
34905A-TAA Keysight 34970A Data Logger 9378512 = Multifunction Module, Multifunction module with 32-bit DIO, 2-ch D/A and totalizer 
34906A-TAA Keysight 34970A Data Logger 9378513 = 34952A Keysight 34980A Mainframe 56/9918 4151.00 
Matrix Switch Multiplexer, 40/80-channel reed multiplexer 
34904A-TAA Keysight 34970A Data Logger | 9378511 ee 34923A Keysight 34980A Mainframe 56/9906 1621.00 
Multifunction Module Multiplexer, 70-channel reed multiplexer 
34907A-TAA Keysight 34970A Data Logger 9378514 a 34924 Keysight 34980A Mainframe 56J9907 2344.00 
Multiplexer Optically Isolated FET Multiplexer, 40/80-channel optically isolated FET multiplexer 
@ 34901A Keysight 34970A Data Logger 83F4191 844.00 349254 Keysight 34980A Mainframe 56J9908 1949.00 
@ 34902A Keysight 34970A Data Logger 83F4192 1027.00 Quad Reed Matrix, Quad 4x32 reed matrix 
@ 34908A Keysight 34970A Data Logger 83F4198 870.00 34934A Keysight 34980A Mainframe 09P8856 8250.00 
34901A-TAA Keysight 34970A Data Logger 9378508 = Quad RF Multiplexer, Quad 1x4 50 ohm 3 GHz RF multiplexer 
34902A-TAA Keysight 34970A Data Logger 9378509 a 34941A Keysight 34980A Mainframe 56/9914 2499.00 
34908A-TAA Keysight 34970A Data Logger 9378515 = Quad RF Multiplexer, Quad 1x4 75 ohm 1.5 GHz RF multiplexer 
PIM_5518743 34942A Keysight 34980A Mainframe 29K9466 2499.00 
Tripal SPDT Unterminated Microwave Switch, Triple 1x2 SPDT unterminated microwave 
Test Software switch - - 
PrceEaen 34947A-004 Keysight 34980A Mainframe 59K0721 2561.00 
Mfg. Part No. Type Stock No. 1+ PIM_5518744 
34830A Benchlink Data Logger Pro Software 12N1500 —_ 
PIM_5518742 Test Software 
Price Each 
Mfg. Part No. Type Stock No. 1+ 
CURR als KEYSIGHT —sast™ "|p gre — |“ f= 
e PIM_5518747 


8-Slots With Integrated 6.5 Digit 
Multimeter 

@ 21 Plug-in Modules with LF/RF/ 
uW Switch, DIO, D/A Converter, 
and Counter 

@ Up to 560 2-wire mux or 4096 ma- 
trix cross-points in one mainframe 

© Scan rates up to 1,000 channels/ 
sec. 


® Standard LAN, USB, GPIB Connec- 34980A with Modules 
tivity to PC Solutions in VXI or PX! 

© Standard Cables, Terminal Cards or Mass @ 34832A BenchLink Data Logger Pro allows for 
Interconnect advanced data logging and decision making 


@ Priced Up to 40% Less Than Comparable Module without programming 


Mfg. part no. 34980A multifunction switch/measure unit is a compact, economical one-box solution for medium 
to high-density switch/measure applications in design verification, automated test and data acquisition. Mfg. 
part no. 34980A eight-slot mainframe, with built-in 6.5 digit DMM, holds your choice of 19 different plug-in 
modules. These include switching from DC to 26.5 GHz, digital I/O, D/A converters, and counter/totalizer 
functionality. One mainframe can accommodate up to 560 two-wire multiplexer channels or 4096 matrix cross 
points. Mfg. part no. 34980A also includes USB, Ethernet, and GPIB as standard interfaces to the PC. With 
Ethernet connections and the graphical web interface, you can access and control the unit remotely. Standard 
connectors on the modules also allow you to use standard, off-the-shelf 50- and 78-pin shielded cables to easily 
connect test signals from the instrument to the unit under test or other test points. Additional wiring options 
include detachable terminal blocks for discrete wiring needs and mass interconnect solutions. BenchLink Data 
Logger Pro Software available; go online or call. 


Input Input Band- Price Each 
Mfg. Part No. Voltage Current width Stock No. 1+ 
80 Channels 
34980A 300V 1A 45MHz 56J9919 4167.00 
PIM_211768 
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GPT-9800 SERIES SAFETY TESTERS 
®@ 200VAAC Test Capacity 
240x64 Ice Blue Dot matrix LCD 
Manual/Auto Mode 

Function Key for quick selecting 
High intensity flash for Caution & 
Status indication 
© Safety INTERLOCK function 

© Zero Crossing Turn-on Operation — = 

© Controllable Ramp-up Time ‘a) @ @ © wee $ 
e 

e = 


GW INSTEK 


Simply Reliable 


6 “s 


setting. And each step can be named individually. 
@ Remote terminal on the front panel for “start” and 
“stop” control 
© Interface : RS-232C, USB device, Signal I/O and 
GPIB (optional) 
The GPT-9800 Series look to meet a variety of safety standards such as IEC, EN, UL, CSA, GB, JIS and other 
safety-related requirements for the safety tests of electronic products and components. A total of 4 safety testers 
are available for various applications. The GPT-9804 is a 4-in-1 model capable of performing AC withstanding, 
DC withstanding, insulation resistance and ground bond tests. The GPT-9803 is a 3-in-1 model capable of 
performing AC withstanding, DC withstanding as well as insulation resistance tests. The GPT-9802 is capable 
of performing both AC and DC withstanding tests, whereas the GPT-9801 is able to perform AC withstanding 
test. The series of safety testers is built upon a high-efficiency PWM amplifier platform with AC 200VA maximum 
output capacity to impede the influence from the voltage fluctuation of the input AC source. This ensures a stable 
voltage supply for all the tests of the GPT-9800 Series. 


True RMS Current Measurement = 
High resolution: 1uA for measuring 
current, 2V for setting voltage 

@ PWM amplifier to enhance the power efficiency 
and reliable testing 

@ Max. 100 memory block for test condition (step) 
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BENCH TEST EQUIPMENT 
APPLIANCE TESTERS 


GPT-9800 SERIES SAFETY TESTERS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


UNIVERSAL DEVICE PROGRAMMERS (CONT.) 


Dc Price Each Price Each 
Mfg. Part No. Withstanding Stock No. 1+ Mfg. Part No. Description Stock No. 1+ 
AC Withstanding Voltage @ 844USB DIL40 pin ZIF Socket, Over 32,000 Device libraries, No I.C. Tester | 43K8672 = 
GPT-9801 7979564 1266.00 @ 866C DIL48 pin ZIF Socket, Over 84,000 Device libraries, with |.C. Tester | 46W2437 a 
AC/DC Withstanding Voltage @ 867C DIL48 pin ZIF Socket, Over 85,000 Device libraries, with |.C. Tester | 52¥8790 = 
GPT-9802 O.1kVto6kV 799565 1555.00 PIM 63044 
AC/DC Withstanding Voltage, Insulation Resistance 
GPT-9803 0.1kVto6kV 79T9566 1869.00 
AC/DC Withstanding Voltage, Insulation Resistance, Ground Bond UNIVERSAL MULTILINK DEVELOPMENT INTERFACE 
GPT-9804 0.1kVto6kV 7979567 2888.00 
PIM_210120 


GPT-9900 SERIES SAFETY TESTERS 


GW INSTEK 


Simply Reliable 


CE 


@ 500VAAC Test Capacity @ High resolution: 1uA for measuring current, 2V for 


RoHS _ 
Compliant 
Available 


@ 240x64 Ice Blue Dot matrix LCD 

© Sweep Function for DUT characteristic analysis 

@ Insulation resistance measurement up to 
50GO(GPT-9903/9904) 

@ Manual/Auto Mode 

@ Function Key for quick selecation 

@ High intensity flash for caution & Status indication 

© Safety INTERLOCK function 

@ Zero Crossing Turn-on Operation 


setting voltage 

e@ PWM amplifier to enhance the power efficiency 
and reliable testing 

@ Max. 100 memory block for test condition (step) 
setting. And each step can be named individually. 

@ Remote terminal on the front panel for “start” and 
“stop” control 

@ Rear panel output available 

@ Interface : RS-232C, USB device, Signal I/O and 


© Controllable Ramp-up Time 

@ True RMS Current Measurement 
The GPT-9900 series, with 500VA maximum output capacity, includes GPT-9904, GPT-9903 GPT-9902A and 
GPT-9901A, joining the GPT-9800 series (which carries 200VA output capacity) to serve the market with higher 
power demands for the safety tests of electronic products and components. The GPT-9000 series supports the 
major test items among all the needed for the compliance of the safety standards such as IEC, EN, UL, CSA, 
GB, JIS and other safety regulations. The GPT-9900 series is built upon a platform of AC 500VA maximum 
power output. The GPT-9904 is a 4-in-1 model capable of performing AC withstanding, DC withstanding, 
insulation resistance and ground bond tests, whereas the GPT-9903 is a 3-in-1 model capable of performing AC 
withstanding, DC withstanding and insulation resistance tests. The GPT-9902A is capable of performing both 
AC and DC withstanding tests whereas The GPT-9901A is able to only perform AC withstanding tests. The GPT- 
9900 series safety tester follows every good feature and advantage of the GPT-9800 series. The high-efficiency 


GPIB (optional) 


PWM amplifier is the core of GPT-9900 platform design to impede the influence from the voltage fluctuation of 
input AC source. The output voltage is automatically cut off (within 150us) upon the detection of an abnormal 
output voltage or a trip of current limits during test to protect the operator from hazardous injury. The GPT-9900 
series automatically discharges the DUT after each test to eliminate excessive voltage that remains on the DUT. 
pc Price Each 
Mfg. Part No. Withstanding Stock No. 1+ 

AC Withstanding Voltage 

GPT-9901A 65W7657 2468.00 
AC/DC Withstanding Voltage 

GPT-9902A 0.1kVto6kV 65W7658 2835.00 
AC/DC Withstanding Voltage, Insulation Resistance 

GPT-9903 0.1kVto6kV 46W2444 = 
AC/DC Withstanding Voltage, Insulation Resistance, Ground Bond 

GPT-9904 0.1kVto6kV 46W2445 5187.00 
PIM_210121 
UNIVERSAL DEVICE PROGRAMMERS BK PRECISION 


SS 


844USB 


© Extensive device libraries 
@ Fast and high performance 


866C 


© Powerful program software 
© Supports Windows® XP/Vista/7/8.1 


Universal device programmers are powerful, versatile, and simple to use. These programmers are the ideal 
solution for programming new chips as well as copying chips for backup or repair purposes. On-going program 
software updates extend device libraries and provide continuous improvements for the 844USB, 866C and 
867C programmers. Whether you are working with PLCC, SOIC, TSOP, DIP, TQFP, SSOP, PSOP or QFP 
packaging, an extensive line of socket adapters are available that will work in conjunction with our programmer; 
go online or call. 


> CONTINUED > 


Features © Compact size 

@ Fast, hassle-free USB 2.0 communications Supported architectures 
interface @ Kinetis 

@ Draws power directly from the USB port — no @ HCS08 
external power supply needed @ RS08 

© Multi-voltage support for targets ranging from 1.6 @ HC(S)12(X) 
to 5.25 Volts © ColdFire +/V1 

® Includes ribbon cables for supported architectures  @ ColdFire V2-4 

© Natively supported by recent versions of © Qorivva MPC55xx/56xx 


CodeWarrior® 
The USB Multilink Universal is an easy-to-use debug and programming interface which allows the PC to 
communicate through the USB port with a target processor through the debug port. It combines support, in 
a single interface, for many NXP architectures, including: HCS08, HC(S)12(X), ColdFire® V1/ColdFire+ V1, 
ColdFire V2-4, Qorivva® MPC55xx/56xx, and Kinetis® by featuring multiple headers that are accessed by 
simply flipping open the plastic case. It is natively supported by recent versions of CodeWarrior®, current P&E 
software applications, and Kinetis toolchains from IAR, Keil, and Mentor Graphics. 


Price Each 
Mfg. Part No. Stock No. 1+ 


Kinetis, Qorivva MPC5xxx, ColdFire V1/+ V1/V2-4, PX Series, HCS08, RS08, HC(S)12(X), $12Z, 
DSC 


@ U-MULTILINK 
PIM_203425 


3873448 325.32 


GALEP UNIVERSAL PROGRAMMERS 


re DW | 


<5 CONITEC DATASYSTEMS 


2 LCAONDSUTENI99-LANESA, ch 190-7 SHED. UAL COMACTOIMECAET 


GALEP-4 
GALEP Programme 


© nisi 


#156661 


cee 


GALEP-4 
© Dual power (AC adapter plus internal battery w/8 @ Lightning fast parallel data transf. (e.g. 27C256 
hours continuous operation on a single charge) Read/Verify = 2 Sec. - Program = 8 Sec.) 
@ Low voltages supported down to 1.3V © Simple PC / Printer port connection 
@ Ultra-compact 4.5” x 3” palmsize package @ Load & Save complete projects (incl. device select, 
@ Programs: 8-16 bit EEPROM, Normal & serial data & device settings) 
EEPROM, © Software loadable with pre-configured settings 
@ FLASH EPROM, GAL, PALCE, MCU (e.g. Atmel © Comprehensive device search and select function 
AVR, PIC-Micro) © Comprehensive serial number management tools 
Auto split/shuffle for 8-16-32 bit systems © Configure ‘Auto Run’ button feature 
Supports HEX, JEDEC, binary file formats @ Warranted 2 years by manufacturer for any 
Integrated HEX & Fuse-map Editor hardware defect 
Permanently upgradeable via free software @ Highly precise ASIC pin-driver implemented to 
updates (10,000 devices to be supported w/in all 40 pins 
4 years) 
Device Functions Include: Bank Check, Read, Program, Verify, Checksum, Encryption, Erase, Load / Save 
device settings, Comprehensive dev. search /select function; Comprehensive Serial Number Management tools: 
Configure “Auto-Run” Button Feature (e.g. Blank check, erase, generate serial & program, with a click of the 
‘auto’ button). Unit requires parallel port interface. Comes complete with AC power cord, parallel printer cable, 
software CD and HTML format user manual. 


Price Each 
Mfg. Part No. Stock No. 1+ 
@ 190633 92H5571 = 
ARM9 
@ 190636-48 50M7285 599.00 
PIM_80545 
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SUPERPRO 1S01 ISP PROGRAMMER 


Features 

© Supports serial programming protocols such 
as |2C, SPI, CAN, UART, BDM, MW, JTAG, 
among others 

@ Equipped with a ARM9 MCU processor running 
on the Linux operating system 

© Supports in-circuit tester (ATE) interface provided 
for high volume automatic programming. 

© Both the PC mode as well as the stand alone 
operation via the built in keyboard and LCD 
display. 

© Supports Secure Digital or SD card and allows 
an unlimited number of project files to be stored 
in this removable SD card 

@ DLL command set for third party applications 

@ Extremely compact size for portability. [137mm x 87mm x 47mm] 


ts AELTEK 
. Geacinpia 
3 Available 


Price Each 
Mfg. Part No. Stock No. Sanaa 
ARM9 
@ SUPERPRO IS01 08R2620 = 
PIM_148803 
IC TESTERS BK PRECISION 
570A Features: 


@ 16-Pin ZIF Socket 

@ Tests All Common Analog ICs 

© Auto Identification of Unmarked/House Coded Devices Listing 
Possible Replacements 

© Conditional/Unconditional Loop Testing Mode 

575A Features: 

@ 40-Pin Wide Entry ZIF Sockets (Type 575) 

@ Large Built-In Library 

@ Tests TTL, CMOS, Memory, LSI 

Mfg. part no. 570A tests all common analog ICs. Autoidentifies 

unmarked devices. Has conditional/unconditional loop testing 

mode; functional test eliminates passive circultry; display diagnostic 

information. High-quality 16-pin ZIP socket. Mfg. part no. 575A is 

a digital IC tester that tests up to 40-pin ICs. 


Supply Price Each 
Mfg. Part No. Voltage Stock No. 1+ 
Digital 
@ 575A 6VDC 36M2371 ees 
Linear 
@ 570A 6VDC 36M2370 1570.00 
PIM_48682 


DIGITAL IC TESTER 


GW INSTEK 


Simply Reliable 


CE 


@ Measures 1800 Device 

@ 54//74 Series TTL 

© Self-Diagnosis @ 4000 and 4500 Series CMOS 

© Over-Load Protection © Test Socket : 28-Pin 

The GUT-6000B is a desktop digital IC tester. Oriented toward automating testing tasks, the GUT-6000B 
contains high-end features such as auto-search and loop testing. Automated processes provide an intelligent 
and continuous process for detecting defective ICs. Self-diagnosis functions and over-load protection 
mechanisms make the GUT-6000B close to maintenance-free, releasing users from unnecessary hassles. The 
wide device coverage includes the 1800 series as well as the ubiquitous TTL and CMOS, providing a one-size 
fits-all solution for an IC testing bench area. 


@ Loop Test 
@ Auto-Search 


SPECIFICATIONS 


Test Range TTL 74/54, CMOS 40/45, DRIVE 
Test Voltage 2.5/3.0/3.3/5V 
Test Time Average Search Time : 0.6Sec 
Display 16Characters in 4 line LCD 
Power Source AC100Vi240V+10%,50/60Hz 
Dimensions & Weight 335(W) x105(H) x300(D)mm, Approx. 1.5kg 
Supply Price Each 
Mfg. Part No. Voltage Stock No. ‘he 
Digital 
GUT-6000B 240V 27W5892 = 
PIM_210111 
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BENCH TEST EQUIPMENT 
EPROM PROGRAMMERS & ERASERS 


GW INSTEK 


Simply Reliable 


C€ 


DIGITAL IC AND LINEAR IC TESTERS 
| i 


GUT-6600A © Can be Operated using either DC adaptor or 
@ Easy-Operation Tester, Particularly Designed for Batteries 
the Digital IC @ Average Search Time : 0.6 Second 


© Supported Device : 74/54/40/45, Drive 2xxx © Display : 16 Characters in 1 Line LCD 

@ Small, Portable, Light and Power-Saving @ Test Pins : 14~24 Pins 

The GUT-6600A is a portable Digital IC tester with features matching those of its desktop cousin, the GUT- 
6000B. Standard DC adaptor operation or battery provides a secure power supply anytime, anywhere. Geared 
towards ease of use, no programming or fixtures are required when operating GUT-6600A; users simply have 
to plug in the device and a search is completed within a mere 0.6 seconds on average. All these features and 
compact profile make the GUT-6600A the ideal choice as an additional companion in a users’ toolkit. 


SPECIFICATIONS 


GUT-6600A 
Test Range TTL 74/54, CMOS 40/45, DRIVE 2xxx 
Test Voltage 2.5/3.0/3.3/5V 
Test Time Average Search Time : 0.6Sec 
Display 16Characters in 1 line LCD 
Power Source DC 9V/500mA adaptor or 9V battery x 2 
Dimensions & Weight 110(W) x 45(H) x 160(D)mm, Approx. 0.4kg 
Supply Price Each 
Mfg. Part No. Voltage Stock No. the 
Digital 
GUT-6600A ov 27W5893 aa 
PIM_210112 


DUAL DISPLAY 20000//2000 COUNT LCR 


GW INSTEK 


METERS 
Simply Reliable 
Features: @ 2Wire or 5Wire Measurement Available 
@ 20,000/2,000 Counts Dual Display @ Data Hold and Zero Mode Supported 
@ Auto LCR Mode for DUT Measuring @ Auto Range, Auto Backlit 
@ 0.2% Basic Accuracy © Low Battery Indication 
@ Measurement Parameter :L,C,R,D,Q,ESR,8,DCR © Auto Power off 
@ Parallel/Series Testing Mode © Data Collection/AC power operation 


Sorting Mode for Quality Control 
The LCR-916/915 is a smart, convenient and fully-functional dual display handheld LCR meter. The test 
frequency extends as high as 100 kHz/10kHz, providing greater flexibility to test a wider range of components. 
The LCR-916/915 uses a dual 20,000 /2,000 count display. The 20,000 count display is used for displaying the 
primary parameters such as capacitance, inductance and resistance as well as DC resistance measurement, 
and a 2,000 count display is for secondary parameters such as Q, D, ESR and RP measurement. Secondary 
measurements can also be combined with the primary measurement while the primary measurement is still 
being taken. They also provide two measurement methods, 2 wire and 5 wire measurement. The meters also 
include handy functions such as data hold, tolerance sorting, zero mode and Min/Max (for LCR-916 only). The 
LCR-916/915 also come with a host of various standard or optional accessories to assist the testing a number 
of different component types. 


Test Price Each 
Mfg. Part No. Freq. Inductance | Capacitance | Resistance | Stock No. [i 
LCR-915 10kHz 20H 200uF 20Mohm 27W7486 329.00 
LCR-916 100kHz 200mH 20uF 2Mohm 27/7487 446.00 
PIM_5465794 
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BENCH TEST EQUIPMENT @ Indicates RoHS Compliant a] Find Datasheets Online 
DECADE BOXES 


| Easier than Ever! 


RS-201 
Power Rating: 500 mW 
Measuring Price Each 
Mfg. Part No. Range Resolution Stock No. 1+ 
Capacitance / Resistance 
@ RCS-500 Oohmto9999999ohm/0uFt099.9999 UF tohm/100pF 36K4130 372.64 
RCS-502 Oohmto9999999ohm/0UFt099.9999 UF 1ohm/100pF 36K4131 694.42 
Resistance 
@ RS-201 Oohmto9999999ohm tohm 35K8913 345.00 
RS-200 Oohmto99999990hm tohm 29C8704 188.00 
@ RS-200W Oohmto99999999.90hm 0.1ohm 35K8912 345.00 
@ RS-201W Oohmto99999999.90hm 0.1ohm 35K8914 585.00 
PIM_84981 
GenRad 1433 HIGH PRECISION DECADE BOX ieT 
Features © TC as low as 3ppm/°C. 
© Accepted Industry Standard © Stability as high as Sppm/yr 
@ Ranges from 0.010hm to 111Megohm available @ May be used for RTD Simulation 


© 0.01% +/- 2milliohm Accuracy 

1433 Series decade resistors are primarily intended for precision measurement applications where their 
excellent accuracy, stability, and low zero resistance are important. They are convenient resistance standards 
for checking the accuracy of resistance measuring devices and are used as components in dc and audio 
frequency impedance bridges. Many of the models can be used into the radio-frequency range. 


| Measuring Price Each 

ie if i . + 

— Range — See Our Enhanced Features at 
1433-00 4mohmto111.10hm 0.010hm 35K9899 = 
1433-02 4dmohmto11110hm 0.10hm 35K9900 ed 
1433-10 4mohmto1111.10hm 0.010hm 7109272 fm 
1433-19 Amohmto1111.140hm 0.0010hm 35K9911 = a 
1433-12 4mohmto111110hm 0.10hm 35K9906 a 
1433-20 Amohmto11111.40hm 0.010hm 35K9912 = 
1433-22 4mohmto1111110hm 0.10hm 35K9913 = . . 
1a5824 ‘ohn Tt TOohm | tot | a8K0ot4 [= NEW! Header & Navigation 
1433-31 4mohmto11111110hm 0.10ohm 35K9919 ae 


Improved header provides easy access to 


Sceaiieene unc aee : search, shopping cart and account info. 
TENMA Redesigned navigation groups products 


PIM_88740 


into convenient categories. 


UPDATED! Search 


New algorithms and search results design 
get you to the right products faster. 


@ Pocket Sized @ 1~11, 111, 110 Ohms, in One Ohm Increments 

© Ideal for Service, Prototype and Experimental Use @ 28 Individual Slide Switches 

This useful tool may be set at any resistance value from 1 ~ 11,111,1100, in 10 increments. 28 individual slide 
switches allow the user to quickly and easily select resistor values. Wave soldered, two layer PC board utilizes | d P d t P. 

high quality 1% tolerance 1/3W resistors. Maximum stray internal resistance is 1/30. Color-coded binding posts m p rove ro uc ag es 


provide resistor and ground connections. Passive device requires no power source. Dimensions: 5-3/4 (H) x 


4412 (W) x 1-114 (0) a Redesigned product pages feature key 
Mfg, PartNo. “hange Resolution | StockNo. [14+ information like availability and price. 

Resistance ges CoA o " 

© 72-7270 TohmiodiitfTf0ohm johhn 22HeGoT [68.02 New "find similar products" helps you 

PIM 74572 find the products you need. 
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9801 PROGRAMMABLE AC POWER SOURCE 


Features: 

© 300 VA, 300 V, low distortion, single 
phase, AC power source delivering 
a maximum of 3 Arms / 12 Apeak 

® Output frequency adjustable from 
45 Hz - 500 Hz 

@ Select 150 V/ 300 V autoranging or 
300 V range operation for continu- 
ous sweep from 0 - 300 V 

@ Displays Vrms, Irms, Ipeak, 
frequency, PF, apparent power, true power, and 


@ Standard USB (USBTMC-complian' 
LAN interfaces 


BK PRECISION 


), RS232, and 


elapsed output time 

Adjustable phase angle control 

Programmable voltage and frequency limit settings 
Built-in PLD and dimmer simulation 

Voltage and frequency sweep mode 

List mode: 10 user-defined programs with up to 
100 programmable steps each 


@ OVP/OCP/OPP/OTP protection modes and key 
lock function 

© Compact 19” half-rack form factor allows for side- 
by-side rack mounting of two units 

@ Pre-compliance testing for voltage dips and 
frequency simulations according to IEC61000-4-11 


sheets 14-14 / 4-28 
$ BNC V0 for external triggering, output Status @ LabVIEW driver and softpanel for remote control 
indication/control, and synchronization available 


@ Save and recall up to 100 instrument settings 
The 9801 is both a programmable AC power source and measurement tool in a compact benchtop package. 
This fully programmable linear AC source delivers up to 300 VA through its universal line output terminal on the 
front and output connector on the rear. The output can be varied from 0 to 300 V with 0.1 V resolution, with 


adjustable start and stop phase angles from 0 to 360 degrees and maximum current of 3 A. The output frequency 
can be adjusted from 45 Hz to 500 Hz. The bright VFD display shows Vrms, Irms, Ipeak, frequency, power factor 
(PF), apparent power, true power and elapsed output time. 
Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. ‘ke 

@ 9801 300VA 1 300V 3A 46Y2064 2490.00 

@ 9803 750VA 1 300V 3A 669068 4130.00 

@ 9805 1.5kVA 1 300V 6A 669069 6540.00 
PIM_5465823 


9830 SERIES PROGRAMMABLE AC POWER 
SOURCE 

@ Max. voltage AC (rms): 150 V / 300 V 

@ Max. voltage DC: + 212 V/+424V 

@ Frequency range: 45 Hz - 1200 Hz 

© Total harmonic distortion (THD): < 0.5 % at 45 


BK PRECISION 


BENCHTOP POWER SUPPLIES 


AC POWER SOURCES 


APS-7000 SERIES PROGRAMMABLE AC POWER SOURCES (CONT.) 


Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. tke 
@ APS-7100 1kVA 1 310Vrms 4.2A 39Y8785 3638.00 
APS-7100E 1kVA 1 310Vrms 4.2A 78Y0720 2646.00 
@ APS-7050 500VA 1 310Vrms 241A 39Y8784 2607.00 
APS-7050E 500VA 1 310Vrms 241A 78Y0719 1990.00 
PIM_5465811 
AC6800 SERIES BASIC AC SOURCES KEYSIGHT 


Features: 


TECHNOLOGIES 


© Intuitive user interface 

@ LAN/LXI Core and USB (standard) 
with a remote Web interface / GPIB 
(optional) 

® Voltage, current, power, AC, DC 
and AC+DC measurement options 

Applications: 

® Simple tasks such as simulating 
global AC power conditions 

® Testing varying frequency and voltage combina- 


tions to simulate real-world conditions 

© Power factor correction testing and similar AC + 
DC applications 

Maximize your uptime with the Keysight Technologies, Inc. AC6800 Series basic AC power sources, and test 


your devices with confidence ensuring your products will perform as designed - even if voltage from the AC 
power grid is fluctuating or you are facing an extreme inrush current or transient spikes. Whether you want to 
manually control your basic AC source on your R&D bench or program it to use in a fully automated test rack, it 
must provide stable, dependable AC power to your DUT. This is what the AC6800 Series achieves. 
Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
AC6801A 500VA 1 270Vrms 2.5A 47X3291 = 
AC6802A 1kVA 1 270Vrms 5A 47X3292 = 
AC6803A 2kVA 1 270Vrms 10A 47X3293 = 
AC6804A 4kVA 1 270Vrms 20A 47X3294 a 
PIM_5465366 


CPX400 SERIES POWERFLEX DC POWER 


SUPPLIES 


Hz - 400 Hz (resistive load) 


@ Remote interface: LAN, USB, GPIB, and RS232 ala nm 
@ Three year warranty @ Max. power: 
Mfg. part no. 9832 3000 VA 


@ Max. power: 2000 VA 
@ Max. current (rms) 0 - 150 V: 20A 
@ Max. current (rms) 0 - 300 V: 10A 


@ Max. current (rms) 0 - 150 V: 30A 
@ Max. current (rms) 0 - 300 V: 15A 


9830 Series programmable AC power sources provide high performance and low total harmonic distortion in a 
3U form factor. The addition of positive and negative DC offset voltages expands the AC capabilities to operate 
in DC and AC+DC output coupling modes. The user can select built-in and user-defined harmonic waveforms 
or select from standard sine, square or clipped sine outputs. The high output current crest factor and low input 
resistance are suitable for high inrush current measurements when evaluating capacitive or inductive loads. 


© Single & dual ou 
watts per output 


@ High performance autoranging outputs, 60V and 


20A maximum 


CPX400SP 


put PowerFlex dc PSUs - 420 


incl 


luding S-Lock 


® Iso 


CPX400DP 


lated tracking for easy series/parallel use - up 


to 120V or 40A 


@ GPIB, RS-232, USB and LAN interfaces; LXI class 


@ True anal 


log con 


rols with digital functionality 


C compliance 


Output Output Price Each 
Mfg. Part No. Voltage Current Stock No. the 
9832 300V 10A 22AC5457 = 
9833 300V 15A 22AC5458 7650.00 
PIM_5736035 


APS-7000 SERIES PROGRAMMABLE AC POWER 


GW INSTEK 


SOURCES 
Simply Reliable 
GR ; 
Compliant 
Available 
Bi 
Features: © 10 sets of the Sequence mode, Simulate mode, 


@ 43 inch TFT-LCD Display, Only 88mm(2U) case and Programming mode 


height @ 10 sets of Preset allow users to store ten settings 
© Output Capacity: APS-7050 (500VA), APS-7100 © Support Sequence, Simulate, and Program to 
(1000VA) automatically execute output after the equipment 


@ Arbitrary Waveform Function 

© Surge/ Dip control for output artificial surges or 
dips in voltage to a DUT 

@ Measurement function comprises Voltage, Current, 
Power, Apparent Power, Current(peak), IPKH, 
Frequency, Power Factor, Crest Factor 


The APS-7000 is a series of programmable linear AC power supply, with the height of 2U and output frequency 
range is 45 to 500Hz, , the maximum rated output for APS-7050 is 500VA, 310Vrms, 4.2Arms and APS-7100 
is 1000VA, 310Vrms, 8.4Arms. The optional collocation can be extended to the maximum output voltage of 
600Vrms and maximum output frequency of 999.9Hz. The APS-7000 series comprises nine measurement 
and test functions (Vrms, Irms, F, Ipk, W, VA, PF, Ipk hold, CF), and provides user interface similar to that of 
AC Power Meter. The APS-7000 series, via switching many sets of current levels to increase small current 
measurement resolution, is ideal for the LED industry and standby mode power consumption test. “E” suffix 
denotes Economy version. See datasheet for key differences. 


power is on 

© Support SCPI Emulation, LabVIEW Driver 

@ Standard interface: USB Host, LAN 

© Support remoter control: Sync Output, Program 
mode signal output, Trigger In/Out, Output on/off 


> CONTINUED > 


1.800.463.9275 © newark.com 


The CPX series is 
choice of vo 
directly with the ou’ 
generated a 


a different type of laboratory power supply designed to meet the need for flexibility in the 
lage and current. A conventional PSU has a fixed current limit giving a power capability that reduces 
put voltage. The TTi PowerFlex design of the CPX series enables higher currents to be 
lower voltages within an overall power limit envelope. Each output can provide considerably higher 
current than a conventional PSU of the same maximum voltage and power (see power curve). 


Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 

@ CPX200D 360W 2 60V 10A 44X2693 1115.00 
@ CPX200DP 360W 2 60V 10A 44X2695 1375.00 
@ CPX400D 840W 2 60V 20A 04X9891 1470.00 
@ CPX400DP 840W 2 60V 20A 04X9892 1723.00 
@ CPX400S 420W 1 60V 20A 04X9893 910.00 
@ CPX400SA 420W 1 60V 20A 04X9894 1082.00 
@ CPX400SP 840W 1 60V 20A 04X9895 1169.00 
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MX SERIES DC POWER SUPPLIES 
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BENCHTOP POWER SUPPLIES 


DC BENCH POWER SUPPLIES 


MX SERIES DC POWER SUPPLIES (CONT) 


Three high performance outputs each with full 

functionality 

@ Range switching gives variable voltage/current 
combinations 

@ Shared power mode provides double power from 
asingle output 

© Low output noise and ripple via linear final 
regulation 

@ High setting resolution of up to 1mV and 0.1mA 

@ Variable OVP and OCP trips on all outputs 

@ 50 setting memories per output plus 50 linked 
memories 


lectable current meter averaging 

© Switchable remote sense capability 

© Graphic LCD provides simultaneous output 
metering 

© Numeric or spin-wheel control of all parameters 

@ Individual or combined output on/off control with 

© programmable delay sequencing. 

@ 3U half-rack case for bench or rack mounting 

@ GPIB, RS-232, USB and LAN (LXI) interfaces 
(-P models) 

© Duplicate power & sense terminals at rear (-P 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SWITCHING DC POWER SUPPLIES (CONT.) 


Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
@ 1685B 300W 1 60V 5A 06W1643 441.00 
@ 1687B 360W 1 36V 10A 06W1644 441.00 
@ 1688B 360W 1 18V 20A 06W1645 441.00 
PIM_212278 


1900B SERIES SWITCHING DC POWER SUPPLIES BK PRECISION 


models) 


® Selectable voltage tracking (isolated tracking) 

MX Series represents a new generation of multiple output laboratory power supplies from Aim-TTi. 

Offering high power within a compact format they use ranged switched mixed-mode regulation with display and 

control via a large backlit graphic LCD with soft keys. 

Power Output Output Price Each 

Mfg. Part No. Rating Outputs Voltage Current Stock No. ike 
MX100 315W 3 70V 6A 46Y2846 1123.00 
MX100TP 315W 3 70V 6A 46Y2847 1382.00 
MX180 378W 3 30V 6A 716989 1244.00 
MX180TP 378W 3 30V 6A 71Y6988 1513.00 

PIM_5658308 


@ Automatic CV (constant voltage)/CC (constant 
current) crossover operation 

© Up to 60A output current 

@ Lightweight and compact 

© Rotary encoder control for precise voltage and 


@ Analog remote control function 

© USB interface 

@ Remote sensing terminal (model 1900B only) 

® Overvoltage, overtemperature, and overload 
protection 


PL SERIES PRECISION DC POWER SUPPLIES 


Standard and Bus Interfaced 


@ Linear regulation for optimum output noise and 
transient response 

@ Ultra compact dimensions for minimum bench or 
rack space 

© True analogue controls for simplicity of operation 

@ Advanced digitally based feature set including 
V-Span and S-Lock 

@ S-Lock - digitally locks voltage and current settings 
at the touch of a button 

@ V-Span - enables the full 300° rotation of the 
voltage control to cover any, user-defined, voltage 


TIT |Z | 


@ Isolated Tracking Mode: The two outputs remain 
electrically isolated, but the voltage control of the 
Master output sets an identical voltage on the 
Slave output. 

© Isolated Ratio Tracking Mode: As normal 
tracking, but the Slave voltage can be set to any 
percentage of the Master voltage and retains that 
ratio as the Master voltage is varied. 

© True Parallel Mode: All of the power is channelled 
to the Master output which can then supply up 
to 6 amps. 


current setting © Flexible operating modes: Front panel (normal), 
© Save up to 3 user-defined voltage and current Preset, or Remote Control 
presets for quick recall @ Front panel 5 amp auxiliary output 
B&K Precision models 1900B, 1901B, and 1902B are laboratory grade switching DC power supplies with high 


current output in a small, lightweight form factor. The 1900B Series provide various configurations of high output 


voltage or high output current and feature rotary encoder control knobs, which make setting voltage and current 
fast and precise. Its dual action push button allows the user to set both coarse and fine, voltage and current 
levels. 
Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 

@ 1900B 960W 1 16V 60A 78Y9403 815.00 

@ 1901B 960W 1 32V 30A 78Y9404 815.00 

@ 1902B 900W 1 60V 15A 78Y9405 815.00 
PIM_5542288 


XLN SERIES PROGRAMMABLE DC POWER 
SUPPLIES 


BK PRECISION 


© Compact, high density, 1U package 
@ USB interface (standard), GPIB and LAN (optional, 


@ Remote sense 
@ Timer-controlled output (1 s to 100 hr) 


range @ USB, RS-232, LAN and GPIB interfaces 
The PL303QMD is a dual output power supply @ LAN conforms with LX! v1.2 
with four modes of operation: @ Analogue remote control (not PL303QMD-P) 
© Independent Mode: The two outputs are © Front and rear terminals 
completely independent and electrically isolated @ 3 Year warranty 
from each other. 
The -P versions are similar to the standard versions but include a comprehensive set of isolated digital bus 
interfaces along with front and rear terminals and analogue remote control. The LAN interface is designed to 
conform with LX! (LAN eXtensions for Instrumentation) v1.2. 
Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
@ PL303 gow 1 30V 3A 04X9985 449.00 
PL303-P 90W 1 30V 3A 04X9986 707.00 
@ PL303QMD 180W 2 30V 6A 04X9988 862.00 
PL303QMD-P 180W 2 30V 6A 04X9989 1152.00 
@ PL303QMT 228W 3 30V 8A 06X4076 1236.00 
PL303QMT-P 228W 3 30V 8A 06X4077 nae 
PL303QMT-P(G) 228W 3 30V 8A 06X4078 1630.00 
PIM_5658310 


SWITCHING DC POWER SUPPLIES 


© Automatic CV/CC crossover 
operation 

@ Lightweight and compact 

© Rotary encoder control for precise 

voltage and current setting 

© Save up to 3 user-defined voltage 

and current presets for quick recall 

© PC software for remote control and 

external timed programming 

@ Analog remote control function 

@ USB interface 


BK PRECISION 


@ Front panel auxiliary output 
© Overvoltage, overtemperature, and overload 
protection 


B&K Precision models 1685B, 1687B, and 1688B are laboratory grade switching mode DC power supplies with 
high current output in a small, lightweight form factor. These power supplies provide various configurations of 
output voltage and current, and feature rotary encoder control knobs, which make setting voltage and current 
levels fast and precise. Its dual action push button allows the user to easily set both coarse and fine, voltage and 
current levels. In addition to its constant voltage (CV) and constant current (CC) modes, these high efficiency 
DC power supplies offer preset and remote control modes. Save up to three different presets of voltage and 


current values 


for quick recall. For remote control, an analog remote control terminal is accessible on the 


rear, or use the USB interface to communicate with the power supply via PC software or remote commands. 
These features make the 1685B Series suitable for a wide range of applications including production testing, 
telecommunications, R&D, electronic field service, and university labs. 


> CONTINUED > 


“GL” suffix) 

@ External analog programming interface 

© List mode: execute test sequences with up to 150 
steps from instrument memory 

@ Average command processing time <50 ms 

@ Programmable voltage and current slew rate allow 
for “soft starting” of loads 

© Internal memory stores up to 10 instrument 
settings 

© Control up to 30 power supplies from one 

@ PC via the RS485 interface 


The XLN series are programmable, single-output DC power supplies, that provide clean power up to 1560 watts 
in a compact 1U rackmountable package. Comparable supplies from other manufacturers primarily address 
the ATE market only, while the XLN series is designed for both benchtop users and system integrators. For 
benchtop applications, these power supplies offer built-in voltage and current meters displaying setting and 
output values concurrently, as well as an intuitive user interface with full keypad and rotary knob. Standard USB, 
RS485, and optional GPIB and LAN interfaces combined with fast average command processing times of less 
than 50 ms make the XLN series ideal for ATE applications. Free application software and a complete set of 
LabVIEW drivers are available to provide remote control capabilities, reduce programming time, and increase 


@ Front to rear airflow allows for efficient cooling in 
high rack density environments 

© Application software and LabVIEW) drivers 
available 

© SCPI-compliant command set 

@ Extensive protection features: OVP, OCP, OPP, 
OTP, foldback protection mode, and key-lock 
function 

@ Easy to configure master/slave mode for series or 
parallel connection of up to four units 


productivity. When greater output power is required, up to four XLN models can be connected in series (high 
current models only) or parallel and synchronized with the RS486 interface. Alternatively, the RS485 interface 
can be used to daisy chain up to 30 units and to remotely control them from one master PC via USB, GPIB, 
or LAN interface. These power supplies are perfectly suited for ATE systems integration, product design and 
development, product QC and burn-in testing, and other applications requiring excellent regulation, high power, 
low noise, and a wide range of voltage and current ratings. 

Power Output Output Price Each 

Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 

@ XLN3640 1.44kW 1 36V 40A 53R0417 2560.00 
@ XLN3640-GL 1.44kW 1 36V 40A 53R0418 2980.00 
@ XLN6024 1.44kW 1 60V 24A 53R0420 2595.00 
@ XLN8018 1.44kW 1 80V 18A 53R0422 2595.00 
@ XLN10014 1.44kW 1 100V 14.4A 53R0415 2550.00 
@ XLN15010 1.56kW 1 150V 10.4A 95W0533 2790.00 
@ XLN30052 1.56kW 1 300V 5.2A 95W0535 2780.00 
@ XLN60026 1.56kW 1 600V 2.6A 95W0537 2780.00 
PIM_165133 
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MULTI-RANGE PRORAMMABLE DC POWER BK PRECISION 
SUPPLIES 
Features: 


@ Multi-ranging operation 

@ High programming and readback 
resolution of imV/ 0.1 mA 

© Store and recall up to 72 instrument 
settings 

© Output timer function 

@ List mode programming 

© Standard USB (USBTMC-compli- 
ant), RS232, and GPIB interfaces supporting SCPI 
commands for remote control 

© Remote sense 

@ Thermostatically controlled fan 

© Built-in digital voltmeter (DVM) 


© Overvoltage/overpower/overtemperature protec- 
tion, and key-lock function 

© Ni certified LabVIEW driver and softpanel for 
remote control, test sequence generation, and 
datalogging available 

© Compact 19” half-rack form factor allows for side- 
by-side rack mounting of two units 

The 9200 Series can replace multiple supplies on your bench or in your rack. Unlike conventional supplies 

with fixed output ratings, the 9200 Series automatically recalculates voltage and current limits for each setting, 

providing max output power in any Volt/Amp combination within the rated voltage and current limits. These 

supplies provide a numerical keypad for direct entry of voltage and current values along with convenient 


cursors and a rotary knob to quickly make incremental voltage and current changes. For remote control, the 
standard USB, RS232, and GPIB interfaces supporting SCP! commands can be used to remotely control the 
power supplies via a PC. Alternatively, users can control the power supply, execute test sequences or log 
measurements using the provided PC software application. 

Power Output Output Price Each 

Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 

@ 9201 200W 1 60V 10A 29Y4383 805.00 
@ 9202 360W 1 60V 15A 2914384 — 
@ 9205 600W 1 60V 25A 2974385 ake 
@ 9206 600W 1 150V 10A 294386 een 
PIM_5465690 
9115 SERIES MULTI-RANGE PROGRAMMABLE DC BK PRECISION 


POWER SUPPLIES 


@ Remote sense 

© Overvoltage/overpower/overtemperature protec- 
tion, and key-lock function 

@ Standard USB (USBTMC-compliant), RS-232, 
GPIB and RS-485 interfaces supporting SCP! 
commands for remote control 

® Test functions compliant to automotive standards 


@ Multi-ranging operation (output up to 1200 W with 
up to 150 V/60A rating) 

@ Compact, high density, 1U rackmount form factor 

@ Adjustable voltage slope (rise and fall time) 

@ List mode programming 

@ Save and recall up to 100 instrument settings 

@ Analog interface with control and monitoring 


functions (9115-AT only) 
© Master/Slave mode for parallel and series @ Includes calibration certificate and test report 
operation 


Offering precise control and versatility for ATE and automotive test applications, the new 9115 Series multi- 
range DC power supplies from B&K Precision offer high power up to 1200 W with output ratings up to 150 V and 
60 A. The front panel features a bright VFD display and numeric keypad along with rotary knobs and cursors 
designed for quick and precise setting of output levels. Unlike conventional supplies with fixed output ratings, 
9115 Series models automatically recalculate voltage and current limits for each setting, providing any Volt/ 


Amp combination within the power supply's output power rating. This flexible power range can free up valuable 
bench space by allowing users to replace multiple power supplies with a single unit. Additionally, model 9115-AT 
adds a built-in automotive test function to simulate common test conditions for electronic devices installed in 
automobiles. 
Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
@ 9115 1.2kW il 80V 60A 53W6917 2510.00 
@ 9115-AT 1.2kW 1 80V 60A 53X3991 3230.00 
@ 9116 1.2kW 1 150VDC 30A 53X3992 2850.00 
@9117 3kW 1 80V 120A 49Y0633 = 
PIM_209445 
9170 / 9180 SERIES PROGRAMMABLE DUAL- BK PRECISION 


RANGE DC POWER SUPPLIES 


CE 


Single Output Dual Output 
@ Single and dual output models with up to 210W © Fast transient response time of < 50 us for most 
output power models 
e Exceptionally low ripple and noise @ Programmable voltage and current slew rates 
@ Front and rear panel output @ Standard USB interface 
@ List mode for executing up to 10 stored test @ 4 optional types of modular interface cards add 


sequences with a maximum of 150 steps in total LAN and GPIB, Digital I/O and Analog Control, 
© Overvoltage/overcurrent/overtemperature protec- RS485, or RS232 functionality 
tion (OVP/OCP/OTP) and key-lock function @ LabVIEW (TM) drivers available 


The 9170//9180 series programmable DC power supplies deliver clean, stable and precise output power due 
to the supplies’ exceptionally low ripple and noise, low temperature coefficient, excellent regulation and fast 
transient response time characteristics. These power supplies offer SCP IEEE488.2 compliant USB (standard), 
RS232, RS485, GPIB and LAN interfaces, combined with front and rear panel output and remote sense 
terminals to facilitate test system development and integration. The LAN interface includes a built-in web server 


> CONTINUED > 


1.800.463.9275 © newark.com 


BENCHTOP POWER SUPPLIES 


DC BENCH POWER SUPPLIES 


9170 / 9180 SERIES PROGRAMMABLE DUAL-RANGE DC POWER 
SUPPLIES (CONT.) 


that allows users to configure, control, or monitor basic power supply settings. In addition to a full numerical 
keypad for convenient data entry, this series also provides unique features not typically found in comparable 


power sources, such as LED test modes, modular interface card slots, automatic range selection, and an 
optional 8-bit bidirectional digital I/O interface. 
Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
@9171 100W 1 20V 5A 47W4025 — 
@9171B 100W 1 20V 5A 05AC7481 1135.00 
9172 105W 1 70V 1.5A 47W4026 = 
@ 9172B 105W 1 70V 1.5A 05AC7482 1130.00 
@ 9173B 200W 2 20V 5A 05AC7483 1690.00 
@9174 210W 2 70V 1.5A 47W4028 = 
@ 9174B 210W 2 70V 1.5A 05AC7484 1690.00 
@ 9181B 144W 1 36V 4A 05AC7485 1220.00 
@ 9182 200W 1 20V 10A 47/4030 — 
@ 9182B 200W 1 20V 10A 05AC7486 1475.00 
@ 9183 210W 1 70V 3A 47W4031 ae 
@ 9183B 210W 1 70V 3A 05AC7487 1390.00 
9184 200W 1 200V 1A 47W4032 =e 
@ 9184B 200W 1 200V 1A 05AC7488 1635.00 
@ 9185 210W 1 600V 350mA 47W4033 = 
@ 9185B 210W 1 600V 350mA 05AC7489 1695.00 
PIM_209447 


PSW SERIES PROGRAMMABLE SWITCHING DC 


POWER SUPPLIES 

® Voltage Rating: 30/80V/160V, Output Power: 360W ~ 1080W 

® Constant Power Output for Multiple 
Range (V&l) Operation 

® CVICC Priority; Particularly Suitable 
for the Battery and LED Industry 

@ Adjustable Slew Rate 

© Series and Parallel Operation (2 
units in Series / 3 units in Parallel 
Maximum) 

@ High Efficiency and High Power 
Density 

@ 1/6 Rack Mount Size Design (EIA/ 
JIS Standard) 

© Standard Interface: LAN,US- 
B,Analog Control Interface, GPIB-USB Adaptor(Op- 

@ Labview Driver 

The PSW-Series is a single output multi-range programmable switching DC Power Supply covering a power 

range up to 1080W. This series of products include six models with the combination of 30V,80V and 160V rated 

voltages and 360W, 720W and 1080W maximum output powers. The multi-range feature allows the flexible and 

efficient configuration of voltage and current within the rated power range. As the PSW-Series can be connected 

in series for maximum 2 units or in parallel for maximum 3 units, the capability of connecting multiple PSW 

units for higher voltage or higher current output provides a broad coverage of applications. With the flexibility 

of multi-range power utilization and series/paralle! connection, the PSW Series significantly reduces the user's 

investment for various power supply products to accommodate the projects with different power requirements. 


GW INSTEK 


Simply Reliable 

Gepiim Z 
Compliant 
Available 


tional) 


Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
@ PSW 30-108 1.08kW 1 30V 108A 79T9642 2484.00 
@ PSW 30-36 360W 1 30V 36A 79T9643 1560.00 
@ PSW 30-72 720W 1 30V 72A 79T9644 = 
@ PSW 80-13.5 360W 1 80V 13.5A 79T9645 1560.00 
@ PSW 80-27 720W 1 80V 27A 79T9646 1906.00 
@ PSW 80-40.5 1.08kW 1 80V 40.5A 7178092 2484.00 
@ PSW 160-14.4 720W 1 160V 14.4A 48W5213 2098.00 
@ PSW 160-21.6 1.08kW 1 160V 21.6A 48W5214 2732.00 
@ PSW 160-7.2 360W 1 160V 7.2A 48W5215 1716.00 
@ PSW 250-13.5 1.08kW 1 250V 13.5A 83X3512 3570.00 
@ PSW 250-4.5 360W 1 250V 4.5A 83X3513 = 
@ PSW 250-9 720W 1 250V 9A 83X3514 2541.00 
@ PSW 800-1.44 360W 1 800V 1.44A 83X3515 1936.00 
@ PSW 800-2.88 720W 1 800V 2.88A 83X3516 2662.00 
@ PSW 800-4.32 1.08kW 1 800V 4.32A 83X3517 3690.50 
PIM_210122 
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BENCHTOP POWER SUPPLIES 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


DC BENCH POWER SUPPLIES 


PLR-Series Low Noise DC Power Supply 


GW INSTEK 


Simply Reliable 


a 
PLR 20/36 PLR 60 

Features: © Output off timer function (range: 1min to 1000hrs 
© Output voltage rating: 20V/36V/60V & 59mins) 
© Output power: 360W/720W © CC priority function (prevent overshoot & inrush 
@ Low ripple and noise (0.5mVrms/10mArms) current) 
@ Fast transition recovery time @ Sequence function of PC editing (max: 1000 steps/ 
@ Equipped power factor correction circuit for min. step period: 50ms) 

AC-input 100-240VAC © Protection: OVP, UVP, OCP, remote sensing 
@ Maximum 2 units in series connections or 3 units in (terminal open) 

parallell connections @ External analog control function 


® Select the setting digits for voltage and current 
(coarse/fine volume control) 
@ Panel lock function/3-set of preset function 


The PLR-series features many functions, including three sets of user-defined Preset function; programmable 
tomatic Output off timer function; programmable Sequence function; CV, CC priority activation functions 
prevent overshoot and inrush current while output is turned on); External voltage and current output control and 
VP, OCP and UVP functions. The above functions are built-in. Users do not have to pay for any extra costs. 
he flexible allocation is one of the advantages of the series. For users require large output power, the series 
lows maximum 3 same model units in parallel connection to obtain larger output current, and maximum 2 same 
ode! units in series connection to obtain larger output voltage. 

he PLR-series takes the consideration of the integration between its rack and other systems. Hence, the heat 


@ PC remote interface: Standard: RS-232; Optional: 
GPIB/USB/LAN 


2 


do 


3432 


issipation design adopts front ai 


Oo ie, 


an be directly placed on top or u! 
he is equipped with RS-232 ini 
PLR-LU). The program control of 


| 


r inlet and rear air outlet (there is no air outlet on the top, bottom, and on the 


oth sides). The optional dedicated rack mount adapter (GRA-427) is for to be rack mounted. Other equipment 


inder to save rack space. 
terface and also provides optional GPIB & USB (PLR-GU) and USB & LAN 
maximum 32 units can be realized by Local Bus no matter which interface is 


utilized. Additionally, the PLR-ARC interface not only provides external voltage and external resistance control 
but also meets the requirement of PLC control. 
The PLR-series genuinely meets users’ requirements of the new generation DC power supplies. The series, 
completely simplifying and expediting system development processes, is suitable for the R&D, design 
verification, and manufacturing of the semi-conductor equipment, automobile, component and communications 
industries. 
Power Output Output Price Each 
Mfg. Part No. Rating Voltage Current Stock No. 1+ 
PLR 20-18 360W 20V 18A 01AC6531 1599.00 
PLR 20-36 720W 20V 36A 01AC6532 2040.00 
PLR 36-10 360W 36V 10A 01AC6533 1379.00 
PLR 36-20 720W 36V 20A 01AC6534 1874.00 
PLR 60-12 720W 60V 12A 01AC6535 1764.00 
PLR 60-6 360W 60V 6A 01AC6536 1433.00 
PIM_5714558 


SPS SERIES SINGLE OUTPUT SWITCHING DC 
POWER SUPPLIES 


Features: 

@ Dual Measurement Display 

© 0.01 % High Regulation 

© Constant Voltage and Constant Current 
Operation 

@ High Efficiency 

@ High Power Density 

© Over Voltage Protection 

@ Remote Output ON/OFF Control 


The SPS-Series are single output, 360W, switching 
DC power supply. OVP protects the SPS-Series 
and their load from unexpected conditions. High 
regulation is maintained at 0.01%. Remote sensing 
adds extra level of precision by compensating cable 
losses between loads. Turning the output On/Off 


GW INSTEK 


Simply Reliable 


from external device is available through Remote control terminals. 
Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
@ SPS-3610 360W 1 36V 10A 10M8926 408.00 
@ SPS-2415 360W 1 24V 15A §1R1132 408.00 
@ SPS-1820 360W 1 18V 20A 7979657 408.00 
@ SPS-1230 360W 1 12V 30A 7979656 431.00 
@ SPS-606 360W 1 60V 6A 80K6554 408.00 
PIM_5465797 


GPD SERIES PROGRAMMABLE DC POWER 
SUPPLIES —— 


WINSTEK 


Simply Reliable 


= 
7 


| 


Features: @ 4 Sets Save/Recall 

@ 2/3/4 Independent Isolated Output @ Key-Lock 

@ 4LED Display Sets: 3 digits after decimal point © Output on/off 

@ Minimum Resolution : @ Tracking Series and Parallel mode 

@ 4mV/1mA(GPD-2303D/GPD-3303S/GPD-4303S)  @ Smart cooling fan achieving low noise 

@ 100mV/10mA(GPD-3303D) © USB Standard Interface 

© Digital panel control(rotary encoder Switch, rubber © PC Software & USB Driver 

key with indicator) @ Labview driver 
© User-friendly operation, coarse/fine volume control 
Power Output Output Price Each 

Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
GPD-4303S 195W 4 30V 3A 7816318 729.00 
GPD-2303S 180W 2 30V 3A 7979558 613.00 
GPD3303D 195W 3 30V 3A 08R6425 631.00 
GPD3303S 195W 3 30V 3A 08R6414 698.00 

PIM_213083 


GPS SERIES SINGLE OUTPUT LINEAR DC 
POWER SUPPLIES 


Features: 

@ Light and Compact Design 
@ 0.01% High Regulation 

© Constant Voltage and Constant Current 
Operation 

Remote Control for External Programmability 
Internal Select for Continuous or Dynamic Load 
Low Ripple and Noise 

Overload and Reverse Polarity Protection 

© Series or Parallel Operation 

The GPS-Series are single output, 54 to 90W, linear 
DC power supplies. The GPS-Series include both 
analog and digital display meters with varying power 
outputs. The GPS-Series feature Overload and 
reverse polarity protection as well as high regulation 
and low ripple / noise that are maintained at 0.01% and < 1mVrms, respectively. Continuous or dynamic internal 
load selection accommodates applications such as pulsed current. Remote control terminals offer programming 
and operation from an external device. 


GW INSTEK 


Simply Reliable 


Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
GPS-3030D g0W 1 30V 3A 73K6023 209.00 
@ GPS-3030DD 90W 1 30V 3A 02M5579 247.00 
GPS-1850D 90W 1 18V 5A 21M6290 209.00 
@ GPS-1830D 54W 1 18V 3A 79T9563 209.00 
PIM_5465803 


GPS-x303 SERIES LINEAR DC POWER SUPPLIES Gw INnsSTEK 


Simply Reliable 


Features: 

@ 4 Independent Isolated Output 
@ Four “3 Digit” LED Displays 

© 0.01% Load and Line Regulation 
e 

e 


Operation 

© Output ON/OFF Switch 

© Output Voltage and Current Setting When Output 
Disable 
Low Ripple and Noise @ Fan Speed Control Circuit to Minimize Fan Noise 
Tracking Operation and Auto Series/Parallel © Over Load and Reverse Polarity Protection 

The GPS-x303 Series are 2-4 channel, 180 to 200W output, linear DC power supplies. Overload and reverse 


polarity protection, and an output on/off switch keep the GPS-x303 Series and 


heir load safe from unexpected 


conditions. A High regulation (0.01%+3mV) and low ripple/noise (< 1mVrms, 5Hz to 1MHz) are maintained for 


channel 1 and 2 in constant voltage mode. Automated cooling fan speed contro 
to load conditions, ensuring quiet operation. The GPS-x303 Series are an 
inexpensive bench-top or portable applications requiring high regulation and mu 


minimizes fan noise according 
ideal solution for lightweight, 
tiple outputs. 


Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. the 
GPS-4303 200W 4 30V 3A 80K7546 = 
GPS-3303 195W 3 30V 3A 86K0329 ay 
GPS-2303 200W 2 30V 3A 29M9563 Ba 
PIM_5465804 
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BENCHTOP POWER SUPPLIES 


DC BENCH POWER SUPPLIES 


PSU SERIES PROGRAMMABLE SWITCHING DC 
POWER SUPPLIES Gw INSTEK 


Voltage Rating:6V/12.5V/20V/40V/60V 

Output Power Rating: 1200W~1520W 

C.V/C.C Priority ; Particularly Suitable for the 
Battery & LED industry 

Adjustable Slew Rate 

Series and Parallel operation (2 Units in Series or 
4 units in parallel maximum) 


Simply Reliable 


@ High Efficiency and High Power Density 

@ 19 Inch Rack Mount Size Design 

@ Standard Interface: LAN, RS-232 & RS-485, 
USB(Device / Host), Analog Control Interface 

© Optional Interface: GPIB, Analog Control Interface 
(Isolated Voltage Control), Analog Control Interface 
(Isolated Current Control) 


PSU-Series is a single output programmable switching DC power supply covering a power range up to 1520W. 


This Series of products include five models with the combination from 6V to 60V rated voltages. As th ePSU- 
series can be connected in series for maximum 2 units or in parallel for maximum 4 units, capacity of connecting 
multiple PSU-Series units for higher voltage or higher current output provides a broad coverage of applications. 
Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
@ PSU 12.5-120 1.5kW 1 12.5V 120A 83X3496 a 
@ PSU 20-76 1.52kW 1 20V 76A 83X3497 2310.00 
@ PSU 40-38 1.52kW 1 40V 38A 83X3498 2310.00 
@ PSU 60-25 1.5kW 1 60V 25A 83X3500 2310.00 
PIM_5658316 
CURRENT SOURCES 
6220 and 6221 KEITHLEY 
© Source and sink (programmable load) 100fA to 100mA A Tektronix Company 
© 1014W output impedance ensures stable current —— 


) 
e 
62 
e 
e 


sourcing into variable loads 

65000-point source memory allows executing 
comprehensive test current sweeps directly from the 
current source 

Built-in RS-232, GPIB, Trigger Link, and digital I/O 
interfaces 
'21 Only 
Reconfigurable triax output simplifies matching the 
application's guarding requirements 

Model 220 emulation mode eliminates need to 
reprogram existing applications 

Source AC currents from 4pA to 210mA peak to 
peak for AC characterization of components and 
materials; the 6221's 10MHz output update rate 
generates smooth sine waves up to 100kHz 


cations include use as a complex programmable 
load or sensor signal and for noise emulation 

@ Programmable pulse widths as short as 5us, 
limiting power dissipation in delicate components; 
supports pulsed I-V measurements down to 50us 
when used with Model 2182A Nanovoltmeter 

© Built-in Ethernet interface for easy remote control 
without a GPIB controller card 


SINGLE-CHANNEL PROGRAMMABLE DC POWER 
plea KEITHLEY 
e 


Five models ranging in power from A Tektronix Company 


86W to 150W with voltage outputs 
from 20V to 72V address a wide 
range of power requirements 

© 0.03% basic voltage output 
accuracy and 0.05% basic current 
accuracy provide quality test data 

@ High output and measurement res- 
olution, 1mV and 0.1mA, for testing 
low power circuits and devices 


@ Remote sensing to ensure the of the status of the power delivered to the load 
programmed voltage is applied to the load © Repeatable test sequences of up to 80 output 
@ Dual-line display shows both the programmed val- steps are easy to create with the built-in List mode 


ues and actual outputs for a continuous indication © @ GPIB and USB interfaces are standard for conven- 
ient automated control 

Series 2200 Programmable DC Power Supplies provide a wide range of voltage outputs to address the testing 
and characterization of components, circuits, modules, and complete devices whether you are in a research 
laboratory, in design and development, or in production test. Single Channel Power Supplies consist of five 
models with output voltages from 20V to 72V that can deliver 86W, 96W, 100W, and 150W of power. In addition, 
these power supplies can act as constant current sources as well as constant voltage sources. Multi-Channel 
Power Supplies combine two and three channels of output power to cost-effectively characterize and test a 


wide range of devices, circuit boards, modules, and products that require more than one power source. Series 
2200 Power Supplies offer an excellent combination of performance, versatility, and ease of use to maximize 
the information from characterization or test as quickly and as easily as possible. They perform as effectively in 
automated test systems as they do in manual instrument configurations. 
Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
@ 2200-20-5 100W 1 20V 5A 8278212 1420.00 
@ 2200-30-5 150W 1 30V 5A 8278213 1690.00 
@ 2200-32-3 96W 1 32V 3A 8278214 1460.00 
2200-60-2 150W 1 60V 2.5A 8278215 1690.00 
@ 2200-72-1 86W 1 72V 1.2A 8278216 = 
PIM_203757 


MULTI-CHANNEL USB AND USBIGPIB IKEITHLEY| 
PROGRAMMABLE DC KEITHLEY 
POWER SUPPLIES 
e 


Dual and triple output models with 
two 30V/1.5A (45W) channels and 
a 6V/5A (30W) channel on the triple 
output supply 

@ All channels are independently 
controlled and have isolated outputs 
for maximum flexibility 


A Tektronix Company 


peice tia tel waveform genera- © All channels have remote sensing and noise 
lors with Tmrz.10 Z Trequency range; appil- to ensure that programmed voltage is accuratel ® Vol d t outputs for all channel: 
Model 6220 DC Current Source and Model 6221 AC and DC Current Source combine ease of use with applied to the tea : 7 Gig dca ieee fet the Cpeanakora 
exceptionally low current noise. Low current sourcing is critical to applications in test environments ranging ®@ Two 30V channels can be combined either in each output state 
from R&D to production, especially in the semiconductor, nanotechnology, and superconductor industries. series to double output voltage or in parallel to © Keypad entry allows fast, precise entry of outpu 
High sourcing accuracy and built-in control functions make the Models 6220 and 6221 ideal for applications double output current values 
like Hall measurements, resistance measurements using delta mode, pulsed measurements, and differential © 0.03% basic voltage output accuracy and 0.1% © USB interface standard on all versions for remote 
conductance measurements. current accuracy ensure quality test data control; “G" versions include USB and GPIB 
Output Current Price Each © Low noise, linear regulation with <3mVpp ripple interfaces 
Mfg. Part No. Power Range Stock No. 4+ Ae pao rae ere a sane Natali vA alin re eae a combine 
and three channels of output power to cost-effectively characterize and test a wide range of devices, circuii 
Current Source, AC and DC Current Source boards, modules, and products that require more than one power source. The Models 2220-30-1 and 2220G- 
6221 11W + 2nA to + 100mA 54K3077 8360.00 30-1 supplies provide two channels, with each channel capable of outputting up to 30V and up to 1.54. The 
Current Source, Complete Delta Mode System with AC and DC Current Source cai mace and spa spree a 30V/1.5A alia and add ae bl ee has output 
or powering digital circuits. These multi-channel power supplies offer an excellent combination of performance, 
—Baetieig2a |W | tnt 100mA__ SSIES EI SOOIOON versatility, and ease of use to maximize the information from characterization or test as quickly and as easily as 
Current Source, Complete Delta Mode System with DC Current Source possible. They perform as effectively in automated test systems as they do in manual instrument configurations. 
6220/2182A 1W + 2nAto + 100mA 5978560 aaa The USB interface is standard on all models; the “G" versions add a GPIB interface. 
Current Source, DC Precision Current Source Power Output Output Price Each 
6220 11W + 2nA to + 100mA 43K0016 6210.00 Mfg. Part No. Rating Outputs Voltage Current Stock No. ihe 
PIM_197890 Programmable Dual Channel DC Power Supply 
2220-30-1 90W 2 30V 1.5A | 28W5118 1510.00 
Programmable Dual Channel DC Power Supply with GPIB Interface 
Y 2220G-30-1 90W 2 30V 1.5A 19X9754 1670.00 
our Programmable Triple Channel DC Power Supply 
DEVELOPMENT 2230-30-1 1200 3 30V tsa 28W2312_| 1700.00 
D ISTR I B Uh Ke) R Programmable Triple Channel DC Power Supply with GPIB Interface 
2230G-30-1 120W 3 30V 5A 19X9755 1850.00 
PIM_211599 
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DC BENCH POWER SUPPLIES 


2290 SERIES HIGH VOLTAGE POWER SUPPLIES 


© Source voltages up to 5kV and 10kV 

© 1uA current measurement resolution 

© Low noise for precision sourcing 
and sensitive measurements; se- 
lectable filters reduce noise to less 
than 3mV RMS on the 5kV supply 

© Safety interlock controls high 
voltage output 

@ |EEE-488 programmable 


KEITHLEY 


A Tektronix Company 


@ Protection module prevents damage 


to low voltage instrumentation 
Series 2290 High Voltage Power Supplies facilitate high vol 
energy physics experimentation. 
and the Model 2290-10 10kV Power Supply offers up to 1 
capacity, and the Model 2290-10 has a 1mA current capacity. 


lage device and material testing, as well as high 


he Model 2290-5 5kV Power Supply provides voltage outputs up to 5000V, 


0,000V. The Model 2290-5 has a 5mA current 
These supplies measure both output voltage with 


1V resolution and output current with 1uA resolution. In addit 


ion to the voltage and current output displays, a 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


2260B SERIES 360W AND 720W PROGRAMMABLE DC POWER SUPPLIES 
(CONT.) 


third display shows one of four settings: output vo! 
can be set precisely with the front panel keypad. 


Itage, voltage limit, current limit, or current trip. These values 
The settings can also be programmed over the IEEE-4888 


interface, or the output voltage can be set with an analog control voltage. 


Power Output Output Price Each 

Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 

@ 2260B-250-4 360W 1 250V 4.5A 56Y0337 5360.00 

@ 2260B-250-9 720W d 250V 9A 56Y0338 = 
2260B-80-13 360W 1 80V 13A 54X6570 2110.00 
2260B-80-27 720W 1 80V 27A 54X6571 2900.00 
2260B-80-40 1.08kW 1 80V 40.5A 560340 3680.00 

@ 2260B-30-108 1.08kW 1 30V 108A 560339 3680.00 
2260B-30-36 360W 1 30V 36A 54X6568 2110.00 
2260B-30-72 720W 1 30V 72A 54X6569 2900.00 

PIM_212421 

N5700 SERIES SYSTEM DC POWER SUPPLIES KEYSIGHT 


(a 


@ 750W and 1500W high-power single-output power 


supplies 


@ Easy Front Panel Operation 


© Output Up to 600V and Up to 180A 


® Built-In Voltage and Current Measurement 


P2823 220 


Over-Current 
@ Parallel Up to 4 Units for Higher Power 
@ Universal AC Input 85 VAC to 265 VAC 
@ LAN, USB, and GPIB Interfaces Standard 


TECHNOLOGIES 


) 


@ Full Protection From Over-Voltage and 


Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
2290-10 75W 1 10kV 10mA 33X1233 9260.00 
2290-5 SSW 1 5kV 5mA 33X1234 6360.00 
PIM_211625 
ciew CHANNEL DC POWER KEITHLEY 
Features: A Tektronix Company 


© Get three isolated, independent, 
and adjustable outputs in one 
instrument 

© Output a total of 195W of power 
with two 30V@3A outputs and one 
5V@3A output 

© Set voltage outputs with 0.06% 
basic accuracy and current outputs 
with 0.2% basic accuracy 

@ Output DC power with less than 
5mVp-p noise 

© Display voltage and current measurements 
continuously from all three outputs 

© Double output levels by connecting the two 30V 
channels in series or parallel 


© Store frequently used configurations in any of 30 
setup memory locations 
© Turn off any output after a predetermined test time 
with each channel's output timer 
© Control the supply from a PC with an optional 
USB adapter 
The Model 2231A-30-3 Triple Channel DC Power Supply can output a total of 195W of power, providing the 
power levels needed to energize a wide range of circuits and devices for benchtop work. Two channels can 
supply up to 30V at 3A each; the third channel can provide up to 5V at 3A. The Model 2231A-30-1 does not 
compromise on performance or convenience features, offering the versatility and ease of use you need, so it 
can be the only DC power supply on your bench. The Model 2231A-30-3 is a linear-based design with less than 
SmVp-p noise per output. Voltage and current settings have basic accuracies of 0.06% and 0.2% respectively. 
The load voltage and load current readback results provide the same levels of accuracy, so you can be confident 
you are sourcing accurate, low noise voltages and currents to your device-under-test (DUT). 


Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. ike 
2231A-30-3 195W 3 30V 3A 85X2448 1020.00 
PIM_5465814 


22608 SERIES 360W AND 720W PROGRAMMABLE DC TP ETa Teng 
POWER SUPPLIES KEITHLEY 


© 360W and 720W versions with voltage up to 80V A Tektronix Company 
and current up to 72A 

© Combine power supplies in serial and parallel com- 
binations to expand voltage and current outputs up 
to 160V and 216A 

@ Programmable voltage or current rise and fall 
times from 0.1V/s to 160V/s or 0.01A/s to 144A/s 
prevent damage from inrush current to low 
impedance loads 

© Constant current priority setting reduces voltage 
and current overshoot when powering LEDs 

@ Simulate a battery's output characteristics with a 
programmable output resistance 

@ Display delivered power with either the output 
current or the output voltage 

© Choose from analog control, USB, LAN, or an 
optional GPIB interface for automated control 

@ Save bench and test system space: six 71mm- 
wide 360W units or three 143mm-wide 720W units fit in a standard rack width 


Source a wide range of voltages and currents with the 360W Model 2260B-30-36 or the Model 2260B-80-13 
Programmable DC Power Supplies. For higher power requirements, output up to 720W with either the Model 
2260B-30-72 or the Model 2260B-80-27 DC power supplies. All four instruments have constant power outputs 
to provide a flexible range of voltage and current output combinations. The 360W supplies can output as much 
as 30V or 80V or as much as 13.5A or 36A, while the 720W supplies can output twice as much current, 72A 
and 27A, with the same maximum voltage outputs. The wide range of output voltages and currents of the 


Series 2260B power supplies along with multiple interfaces, enable their use in numerous applications including 
research and design, quality control, and production test. 
Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
@ 2260B-800-1 360W 1 800V 1.44A 56Y0341 2890.00 
2260B-800-2 720W 1 800V 2.88A 56Y0342 3870.00 
@ 2260B-800-4 1.08kW 1 800V 4.32A 56Y0343 = 
@ 2260B-250-13 1.08kW 1 250V 13.5A 560336 = 
> CONTINUED > 


The N5700 series system DC power supplies have just the right performance - at just the right price - in a 
compact (1 U) package. This family of affordable 750 W and 1500 W single output programmable DC power 
supplies are designed to simplfiy system development. Ideal for basic DC power applications, they provide 
stable output power, built-in voltage and current measurement, and output voltage and current from 6 V to 600 
V and 1.3 A to 180 A. All models come standard with GPIB, LAN and USB 2.0 interfaces. Rack mount ears 


and handles are provided standard with every unit. An additional N5740A rack mount slide kit makes it easy 
to integrate an N5700 series into a test rack by providing all the necessary hardware to rack mount an N5700 
series power supply in only 1 U of rack space. 
Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
@ N5741A 600W 1 6V 100A 56J9856 3560.00 
@ N5742A 720W 1 8V 90A 56/9857 3560.00 
@ N5743A 750W 1 12.5V 60A 56J9858 3560.00 
@ N5744A 760W 1 20V 38A 56J9859 3560.00 
@ N5745A 750W 1 30V 25A 37J0610 3560.00 
@ N5746A 760W 1 40V 19A 56J9860 3560.00 
@ N5747A 750W 1 60V 12.5A 569861 3560.00 
@ N5748A 760W 1 80V 9.5A 56J9862 3560.00 
@ N5749A 750W 1 100V 7.5A 56J9863 3560.00 
@ N5750A 750W 1 150V 5A 56J9864 3560.00 
@ N5751A 750W 1 300V 2.5A 56J9865 3560.00 
@ N5752A 780W 1 600V 1.3A 56J9866 3560.00 
@ N5761A 1.08kW 1 6V 180A 56J9867 4214.00 
@ N5762A 1.32kW 1 8V 165A 56J9868 4214.00 
@ N5763A 1.5kW 1 12.5V 120A 569869 4214.00 
@ N5764A 1.52kW 1 20V 76A 56J9870 4214.00 
@ N5765A 1.5kW 1 30V 50A 56J9871 4214.00 
@ N5766A 1.52kW 1 40V 38A 569872 4214.00 
@ N5767A 1.5kW 1 60V 25A 56J9873 4214.00 
@ N5768A 1.52kW 1 80V 19A 569874 4214.00 
@ N5769A 1.5kW 1 100V 15A 56J9875 4214.00 
@ N5770A 1.5kW 1 150V 10A 569876 4214.00 
@N5771A 1.5kW 1 300V 5A 56J9877 4214.00 
@ N5772A 1.56kW 1 600V 2.6A 56J9878 4214.00 
DC Power Supply 
N5745A-TAA 750W 1 30V 25A 69W0156 = 
Price Each 
Mfg. Part No. Stock No. | * | 
N5740A-TAA 69W0151 ae 
PIM_211777 
N6700 SERIES LOW-PROFILE MODULAR POWER KEYSIGHT 


SYSTEM 


TECHNOLOGIES 


N6700B Mainframe (front view) 


DC Power Modules 
N6700B Mainframe (rear view) 
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N6700 SERIES LOW-PROFILE MODULAR POWER SYSTEM (CONT.) N8700 SERIES SYSTEM DC POWER SUPPLIES KEYSIGHT 
Features @ Fast command processing: <1ms improves © 21 Models: 3300 W and 5000 W TECHNOLOGIES 
© Choice of three power system mainframes: 400W, throughput output Sur 

6OOW or 1200W © Connect via built-in GPIB, LAN, or USB esis cua caused D 
© Up to four power modules housed in one main- GSA 7 Sh i high fa 3 k | 

frame: 50W, 100W, 300W or 500W © Find out about Keysight’s United States © buitivvalessenianene 
© Mix and match among basic DC, high perfor- Government business and General Services On veage an eeninel © Flexible AC input voltage options 

measurement P ge Op 
mance, or precision power modules Administration (GSA) contracts at US Government. ‘ e LAN. USB, and GPIB interfaces standard 
! : ; oi an @ Full protection from over-voltage and over-current : if 

© Low-profile mainframe design — takes up only 1U Keysight offers GSA pricing to qualifying US © Fully compliant to LX! Class C specification 

of rack space Government customers. - 
© Stable, reliable DC output to 150V and 50A Power Output Output | Price Each 
N6700 series is a flexible modular power platform that gives you the ability to mix and match more than 30 Mfg. Part No. Rating Outputs Voltage Current Stock No. ihe 
different DC power modules to create a 1- to 4-channel DC power system optimized to meet specific test @ N8731A 3.2kW 1 8V 400A 77R2073 6654.00 
requirements. System engineers can invest in high-performance outputs where speed and accuracy are @ N8732A 3.3kW 1 10V 330A 77R2074 6654.00 
needed, or purchase basic performance outputs for simple DC power requirements. Plus it saves rack space for - 
automatic test equipment (ATE) applications with the smallest, highest density modular power supply available @ N8733A 3.3kW 1 15V 220A TTR2075 6654.00 
at only one rack unit high. @ N8734A 3.3kW 1 20V 165A 77R2076 6654.00 
To build a modular power system, select mfg. part no. N6700B, N6701A or N6702A mainframe. Order up to @ N8735A 3.3kW 1 30V 110A 77R2077 6654.00 
four modules per mainframe. When rack mounting mainframe, use only mfg. part no. N6709A rack mount kit; - - 
ordered separately below. NOTE: Do not use standard rack mounting hardware. N8736A 3.4kW 1 40V 85A TTR2078 6654.00 
Small in size the mfg. part nos. N6700B, N6701A and N6702A mainframes come standard with built-in @ N8737A 3.3kW 4 60V 55A 77R2079 6654.00 
measurement of voltage and current, protection features against over-voltage, over-current, and over- 
temperature; GPIB, USB 2.0, and 10/100 Base-T Ethernet LAN interfaces for connectivity, and interfacing @ N8738A 3.36KW f 80V _ GEO 6654.00 
disabling for extra security. Also, all nonvolatile RAM data and settings can be cleared from the front panel. @ N8739A 3.3kW 1 100V 33A 50R8532 6654.00 
N6730, N6740, and N6770 series of basic DC power modules provide programmable voltage and current, @ N8740A 3.3kW 4 150V 22A 77R2081 6654.00 
measurement and protection features at an economical price, making these modules suitable to power the 
device-under-test (DUT) or to provide power for ATE system resources, such as fixture control. @INGTAIA sony ! — Hp FASE e600 

Price Each @ N8742A 3.3kW 1 600V 5.5A 77R2083 6654.00 
Power Output Output 

Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ @ N8754A SW 1 20V ca a2 9196.00 
T00W DC Power Modules @ N8755A 5.1kW 1 30V 170A 77R2085 9196.00 
@N6741B TOOW 7 BV 0A 56J9887 1378.00 N8756A 5kW 1 40V 125A 77R2086 8634.00 
© N6742B TOOW 7 av 125A 569888 1378.00 @ N8757A 5.1kW 1 60V 85A 77R2087 8634.00 
@ N6743B TOOW 7 DOV BA 56J9889 1378.00 @ N8758A 5.2kW 1 80V 65A §2R2471 8634.00 
@ N6744B T05W 7 35V 3A 569890 ERG @ N8759A 5kW 1 100V 50A 77R2088 8634.00 
© N6745B TOOW 7 60V 16A 5619891 1378.00 @ N8760A 5.1kW 1 150V 34A 77R2089 8634.00 
© N6746B 700w 1 100V 1A 56/9892 | 1378.00 INGTON SRW 1 ay MTA 77R2090_| 8634.00 
2-Quadrant General-Purpose Source/Measure Unit @NSTO2A 5.1kW : — pon AEE 8634.00 

N67B1A i 7 a 3A 79R9083 | 8117.00 BiMcetai0} 

N6782A “ “ 3 3A 84R7987 6481.00 —————— 0 eas 
300W DC Power Modules N8900 SERIES AUTORANGING SYSTEM DC POWER KEYSIGHT 
© N6773A 300W 1 20V 15A 60K0562__| 2016.00 SUPPLIES TECHNOLOGIES 
@ N6774A 300W 1 35V 8.5A 60K0563 2016.00 
@ N6775A 300W 1 60V 5A 60K0564 2016.00 Versa ower 
@ N6776A 300W 1 100V 3A 60K0565 2016.00 
@ N6777A 300W 1 150V 2A 7618607 2016.00 
4-Quadrant General-Purpose Source/Measure Unit a ; bee decennial sa eWick 

@ Autoranging output - does the job of multiple with > of power 

NG7B4A = = = 3A eos 5690.00 power supplies! @ Built-in voltage and current measurement 
50W DC Power Modules @ 5, 10, and 15 kW maximum output power © High power density, 15 kW in only 3U (5.25 
@ N6731B SOW 1 5V 10A 56J9881 751.00 @ Up to 1500 V and up to 510A inch/13.34 cm) 

© 14 different voltage, current, and power combina- © Protection from over-voltage, over-current, and 
@ N6732B SOW : BV 6.254 Be9882 751.00 tions available in 208 or 400 VAC (28 total models) over-temperature 
@ N6733B 50W 1 20V 2.5A 56J9883 751.00 © Just the right amount of performance at just the @ LAN (LX! Core), USB, GPIB, and analog interfaces 
@ N6734B 52.5W 1 35V 1.5A 56/9884 751.00 ig ase falas all standard 

© Easily parallel units to create “one” power supply 
NOISE a : ou BOOMs eo 751.00 N8900 Series provides 5, 10, and 15 kW autoranging, single-output programmable DC power for ATE 
@ N6736B 50W 1 100V 500mA 56/9886 751.00 applications that require just the right amount of performance at just the right price. The N8900 Series power 
DC Power Analyzer Mainframe supplies’ autoranging output characteristic enables unprecedented flexibility by offering a wide range of voltage 
@ No705B 600W 76R6635 and current combinations at full power. Power supplies with “rectangular,” or traditional, output characteristics 

— — — — provide full power at only one voltage and current combination. Just one N8900 does the job of multiple power 
N6705C 600W os os os 02AC5191 | 10152.00 supplies. It's like having many power supplies in one! The N8900 Series provides stable output power, built-in 
High-Performance, Autoranging DC Power Modules voltage and current measurements, and autoranging output voltage and current from 80 to 1500 V and 10 to 
510 A. These supplies offer many system-ready features like multiple standard I/O interfaces to simplify and 
@ NGTSIA SOW : 50V BA 569803 1710.00 accelerate test-system development and compact 3U design to save rack space. If more power is required, 
@ N6752A 100W 1 50V 10A 5639894 2356.00 easily parallel multiple N8900 units to create “one” power supply with > 100 kW of total output power. The 
@ N6753A 300W 1 20V 50A 64M0126 3626.00 built-in master/slave control enables programming as if it's just one big power supply; no need to program each 
© NG754A 300W 1 60V 20A 3om6170_| 3626.00. — “WPPly individually. 
@ N6755A 500W 1 20V 50A 7678601 4133.00 Power Output Output | Price Each 
@ N6756A 500W 7 60V 7A 7618602 4133.00 Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
Low-Profile Modular Power System Mainframe ne {SRW ] sul 0h SSVI 20510108 

N6700B 400W 71 45J0022 = N8932A 15kW 1 200V 210A 99W6075 | 20570.00 

N6700C ZOow 04AC9307 3613.00 N8934A 15kW 1 500V 90A 99W6076 | 20749.00 

N@701A B00W 71 60K0560 = N8935A 15kW 1 750V 60A 99W6077 | 20749.00 

N6701C B00W 04AC9308 4097.00 N8937A 15kW 1 1.5kV 30A 99W6078 — 

N6702A 1.2kW 1 60K0561 = N8951A 15kW 1 80V 510A 99W6088 | 20570.00 

N67020 T200W 04AC9309 5386.00 N8952A 15kW 1 200V 210A 99W6089 | 20570.00 
Precision DC Power Modules NeDoHe TSKW ! oy ail 99W6090 _ | 20749.00 
@N6761A 50W 7 5OV 15A 45J0457 3352.00 N8955A 15kW 1 750V 60A 99W6091 20749.00 
@ Ne762A T00W 7 50V 3A 569895 RCaTOG N8957A 15kW 1 1.5kV 30A 99W6092 | 20928.00 
@ N6763A 300W 1 20V 50A 7618603 5019.00 Input Voltage, 208VAC 
@ NG764A 300W 1 60V 20A 7678604 | 5019.00 ee a q ay AOA SSWVGOG5 8 [ki2aT5{00 
@ NO765A 00W 7 DOV BOA 7618605 SGD N8921A 5kW 1 200V 70A 99W6066 | 12915.00 
@ N6766A 500W 1 60V 1TA 7678606 | 5756.00 N8Q23A SkW 1 500V 30A g9w6067 | 12915.00 

: N8924A 5kW 1 750V 20A 99W6068 12915.00 

PIM_211778 N8925A 10kW 1 80V 340A 99W6069 | 16069.00 
N8926A 10kW 1 200V 140A 99W6070 16069.00 

N8928A 10kW 1 500V 60A 99W6071 16209.00 

> CONTINUED > 
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DC BENCH POWER SUPPLIES 


N8900 SERIES AUTORANGING SYSTEM DC POWER SUPPLIES (CONT.) 


E36300 SERIES PROGRAMMABLE DC POWER 


KEYSIGHT 


Pawar Output Output Price Each SUPPLIES . TECHNOLOGIES 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
Input Voltage, 208VAC 
N8929A 10kW 1 750V 40A 99W6072 |16209.00 
N8930A 10kW 1 1kV 30A 99W6073 |16349.00 
Input Voltage, 400VAC 
N8941A SkW 1 200V 70A 99W6080 |12915.00 
BKW 1 500V 30A ‘99W6081 @ 43 in. LCD color display @ Front and rear output terminals 
NagQ43A (295100 © Color coded channels @ Programming/readback accuracy:as low as 0.03% 
N8945A 10kW 1 80v 340A 99W6083__|16069.00 @ Individual knobs for voltage and current © Output ripple and noise:< 2mVpp/350uVrms 
N8946A 10kW 1 200V 140A 99W6084 |16069.00 © Digital I/O port © Lin/load regulation: 0.01% 
N8948A 10kW 1 500V 60A 99w6085 |46209.00 @ Individual on/off all channels 
TOKW 7 750V 70A ow6086 E36311A ships standard with USB and E36312A/ E36313A with both LAN and USB (GPIB optional). All models 
N8949A 16209.00 support the easy to use SCPI ( standard commands for programmable instruments) programming language lets 
N8950A 10kW 1 1kV 30A 99W6087 |16349.00 you create fast and simple programs with transient response faster than 50 us and fast command processing 
pid piven time less than 10 ms. You can alos program the instrument with the power supplies virtual instrments (IVI) driver. 
E36312A/E36313A can also function as a data logger. Data can be simultaneously logged to the large color 
displ d top a fil ll three DC outputs. 
66000 MODULAR POWER SYSTEM 1200W PER KEYSIGHT —_——ewrserv—'s : 
MAINFRAME GPIB FEATURES TECHNOLOGIES Power | Output Output ienceleachl 
© Greater throughput in less space with the flexible Mfg. Part No. Rating Voltage Current Stock No. 1+ 
modular power system E36311A 80W 6V 5A 15AC9653 1524.00 
@ Up to 8 modules in the required high density 1200W £36311A/RBP 80W 6V 5A 45AC9654 1774.00 
66000A mainframe = 
© Stable, low ripple and noise power source E36312A 80W 8V 5A 15AC9655 1866.00 
© Sequence up to 20 voltage and current setting £36312A/GPB 80w 6V 5A 15AC9657 2231.00 
per output , E36312A/GPBIRBP 80W eV 5A 15AC9658 za 
@ Easy to reconfigure with front loading modules 
The 66000 series modular power system simplifies test- — E36312A/RBP Bow ov 5A 15AC9659 1866.00 
system assembly, cabling, programming, de-bugging, E36312A-DEMO 80W 6V 5A 15AC9656 = 
ee ee ESTER teow [67 [ox [taco [325950 
subassemblies and final products. E36313A/GPB 160W 6V 10A 15AC9661 2617.00 
Required mainframe: 66000A E36313A/GPB/RBP 160W 6V 10A 15AC9662 = 
Mfg. Part No.: 66101A | 66102A | 66103A | 66104A | 66105A E36313A/RBP Jew kd doh 15AC9663__|_2252.00 
GPIB: Yes PIM_5723699 
Output Voltage: 0-8V 0-20V 0-35V 0-60V_ | 0-120V 
Output Current o-16a_| 0-7.5A | 0-45A | 0-250 | 0-1.258 E3600 SERIES SINGLE, DUAL AND TRIPLE OUTPUT KEYSIGHT 
Ripple RMS: 2mV 3mV smV SmV__|_ 18mV DC POWER SUPPLIES TECHNOLOGIES 
Power: 128W 150W © Dual or triple output iat 
- © 30W to 60W output power = 
Power Output Output Price Each © Constant-Current (CC) and Constant-Voltage (CV) Modes 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ @ Linear Power 
66101A 128W 1 BV 16A 95H9249 = @ 10-Turn Voltage and Current Controls 
© Digital Voltage and Current Meters 
66102A 150W 1 20V 75A 95H9250 = © Low Noise and Excellent Regulations 
66103A 150W 1 35V 4.5A 95H9251 = © Dual range models available 
66104A 150W 4 60V 2.5A 95H9252 eee Mfg. part no. E3620A features: dual outputs isolated, 10- 
turn pots, and CV and CL modes. Mfg. part no. E3630A 
86105A 150W | 120V 1.258 95H9253 — features: tracking, common outputs, and CV and CL modes. 
66106A 150W 1 200V 0.75A 95H9254 _ Transient response time: <50us following change in output 
- current from full load to half load for output to recover to within 
| Price Each_ 15mV. Common mode current: <1pArms. Dual range models 
Mfg. Part No. Description Stock No. 1+ available, go online or call. 
66000A MPS Mainframe 95H9246 Es 
PIM_211772 
Mfg. Part No. | Output Volts | Output Amps | Ripple & Noise 
Voltage Resolution | Resolution 
E36100 SERIES PROGRAMMABLE DC POWER KEYSIGHT Volts | Amps 


SUPPLIES TECHNOLOGIES 


E3620A 25V, 25V 1A, 1A <350uVrms, 


<1.5mVp-p 


1OmV (0-20V),,  1mA 
100mV (>20V) 


10mV 


E3630A +6V, +20V, -20V | 2.5A, 0.5A, 0.5A 10mA 


Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
@ E3620A 50W 2 25V 1A 91F3056 1105.00 
@ E3630A 35W 3 20V 2.5A 91F3057 1105.00 
PIM_211774 
e i i e ily vi igh- i 
en ee eemiitorss EM SERES SINGLE AND TRIE OUTPUT KEYSIGHT 


© Connect for computer control with standard LAN 
(LXI Core) and USB connectivity 

@ Perform manual tasks quickly with the intuitive @ Power your DUT with confidence through excellent 
on-screen menu system accuracy in programming and readback 

The E36100 Series is the latest addition to Keysight's industry standard family of bench power supplies, backed 

with Keysight’s standard 3-year warranty. Power your DUT with excellent voltage and current programming and 


© Protect your device under test (DUT) with overvolt- 
age and overcurrent detection 


PROGRAMMABLE DC POWER SUPPLIES 
E3631A: 

© 80W to 200W output power 

@ Built-in RS-232 and GPIB interface 
@ 0.01% load and line regulation 
E3632A: 


TECHNOLOGIES 


rm) OF) =) bee 


readback accuracy. Use the power supply’s highly accurate low-current measurement feature for demanding © Triple-Output, 80 watts total Sexe 

measurements. Protect your DUT with built-in overvoltage and overcurrent protection, and count on the built-in © Dual +/-25V, 1A outputs, one isolated 0~6V, = 

overtemperature protection to keep your power supply safe. SAoutput Oz 

- © Ripple and noise <350y Vrms / 2mV p-p 
Power Output Output Price Each E3633A: 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ © Single-Output 120 watts total ® 0~8V, 20A or 0~20V, 10A 

@ 0~15V, 7A or 0~30V, 4A @ Ripple and noise <350y Vrms / 3m V p-p 

@ E36102A Sow 1 6v 5A eee 22200) © Ripple and noise <350y Vrms / 2mV p-p © Single-Output 200 watts total 

@ E36103A 40w 1 20V 2A 52Y0915 = F3634A: © 0~25V, 7A or 0~5OV, 4A 

@ E36104A 35W 4 35V 4A 520916 924.00 © Single-Output 200 watts total © Ripple and noise <500y Vrms / 3mV p-p 

@ £36105A 36W 1 60V 600mA 52Y0917 a= All models operate in both constant voltage and constant current modes. Single output models have overvoltage 

@ £36106A Z0W 1 100V 400mA 52Y0918 = and overcurrent protection. Up to 3 complete power supply settings can be stored and recalled from the internal 
none volatile memory. 

PIM_5573686 


> CONTINUED > 
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E3630A SERIES SINGLE- AND TRIPLE-OUTPUT PROGRAMMABLE DC 
POWER SUPPLIES (CONT.) 


Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. ‘ie 
@ £3632A 120W 1 30V 7A 91F3059 1681.00 
@ E3633A 200W 1 20V 20A 95H9602 2747.00 
@ E3634A 200W 1 50V 7A 95H9603 2747.00 
PIM_211775 
E3640A SERIES SINGLE AND DUAL-OUTPUT KEYSIGHT 


PROGRAMMABLE DC POWER SUPPLIES 
Single- and Dual-Output 

30W to 100W Output Power 
Front and Rear Output Terminals 
Over Voltage Protection 

Remote Senses 

GPIB and RS232 as Standard 


TECHNOLOGIES 


BENCHTOP POWER SUPPLIES 


B2961A/B2962A 6.5 DIGIT LOW NOISE 
SOURCE 
e 


The world’s only 6.5 digit resolution 
power source with a bipolar sourc- 
ing range from 100 nV to 210 V and 
10 fA to 3 A (DC)/10.5 A (pulsed) 

© Optional ultra-low noise filters can 
reveal your device's true character- 
istics with low noise performance 
(10 uVrms from 10 Hz to 20 MHz, 1 
nVrms/vHz @10 kHz) 

© Supports both pre-defined and 
user-defined arbitrary waveform generation (1 
mHz to 10 kHz) 

© Output voltage and current can be verified quickly 
using the built-in 4.5 digit voltage/current monitor 

© Output voltage and current can be checked 


DC BENCH POWER SUPPLIES 


POWER KEYSIGHT 


TECHNOLOGIES 


waveform viewer 

@ Programmable output resistance feature enables 
the emulation of a wide variety of DC voltage 
and current characteristics, such as driver ICs, 
regulators, energy generating devices, etc 

@ Free application software for easy PC-based 


instrument control 
@ LXI Core conformant, USB2.0, GPIB, LAN and 
digital I/O interface 


graphically on the B2900A¢s 4.3¢ LCD front panel 
display using the time-domain voltage/current 


The E364XA series of programmable DC power q Price Each 
supplies provide great performance. CVC! mode. All Mfg. Part No. Stock No. 4+ 
types deliver clean power, dependable regulation, “sggseuue 
and fast transient response. Calibration with printed @ B2961A 472017 — 
certification and data report is available on all models, go online or call . @ B2962A 47W2018 15124.00 
Power Output Output Price Each PIM_211836 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
Dual Output Power Supply - HMC804x Series & 
@ £3646A 60w 2 20V 3A 1301023 1573.00 100W & 1, 2 or 3 Channels ROHDE & SCHWARZ 
@ E3647A 60W 2 60V 800mA 1801843 1573.00 
@ E3648A 100W 2 20V 5A 1801844 1884.00 a eas a sS 
@ E3649A 100W 2 60V 1.4A 1801845 1884.00 Sven) "ae 
=) BES Ae | Y 
Single Output nine Vw: 
@ E3640A 30W 1 20V 3A 18C1837 1212.00 = = © 
@ E3641A 30W 1 60V 800mA 1801838 1212.00 id 
@ £3642A 50W 1 20V 5A 1801839 1212.00 = 
@ E3643A 50W 1 60V 14A 48c1840 | 1212.00 HMIC8041.02 peace 
@ £36440 80W 1 20V 8A 1801841 4428.00 One, two or three channels - R&S® HMC804x power supplies with their specifications and wide range of 
BOW 1 GOV 2A 7801842 functions are ideal for use in development labs and industrial environments. Thanks to their high energy 

@ E3645A : 1428.00 efficiency, the linear power supplies remain cool and quiet, even at maximum load. Practical interfaces and 
PIM_211776 connectors allow users to work quickly and conveniently with the R&S® HMC804x, even in 19” racks. 

The R&S® HMC804x family consists of three models with a maximum total power of up to 100W and a 

continuous voltage range from OV to 32V. The one-channe! R&S® HMC8041 delivers a maximum of 10A, the 
U8000 SERIES DC POWER SUPPLIES KEYSIGHT o-channel R&S® HMC8042 a maximum of 5A and the three-channel R&S® HMC8043 a maximum of 3A per 


TECHNOLOGIES 


SCE 


@ 3A/90W or 5A/150W single-output, nonpro- 
grammable models and 3A/375W or 6A/375W 
Triple-Output DC Power Supply 

@ Easy-to-use front panel operation 

© Fast 50sec transient response reduces test time 

@ Excellent load and line regulation — Constant 
Voltage: <0.01% +2mV, Constant Current: <0.02% 


© Over-voltage and over-current protection prevents 
damage to DUT 

@ LCD display with backlight on/off option 

© Standby output for safety 

© Save-and-Recall memory function 

@ Keypad locking prevents accidental front panel 
usage 


+2mA @ Physical lock mechanism provides secure 
© Low output noise: 1mVrms, 3mArms (20Hz to instrument storage 
20MHz) © CSA certified, CE complaint 


U8000 Series non-programmable 30V and 60V DC power supplies includes the functionality and features 
typically found in costly programmable supplies. These benchtop units deliver excellent value by providing 
reliable DC power, efficient set-up capabilities and important security benefits. Ideal for a variety of applications 
in electronics manufacturing and in educational lab settings. Supplies can be easily integrate into a test rack with 
rack mount kits;ordered separately below. Both models come complete with product reference CD, power cord, 
and certificate of calibration. Order test lead set and the comprehensive user's and service guide separately 
below. 


Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
@ U8001A 90W 1 30V 3A 14N3964 713.00 
@ U8002A 150W 1 30V 5A 14N3967 895.00 
@ U8031A 375W 3 30V 6A 4776079 2497.00 
@ U8032A 375W 3 60V 3A 4776080 2497.00 
PIM_211781 


element14 COMMUNITY 


element14.com 


GET INSPIRED COLLABORATE DESIGN RESEARCH ASK EXPERTS 


PIM_5591167 


1.800.463.9275 © newark.com 


channel. The two-channel and three-channel models enable users to connect multiple outputs in parallel or in 
series to increase the voltage or current. The outputs are galvanically isolated, floating, and protected against 
overloading and short circuits. Voltage, current and power values are output on a brilliant QVGA display. 

The R&S@HMC804x offers a wide range of logging functions, an integrated energy meter and electronic fuses 
hat can be individually combined for each channel, making it ideal for hardware developers, labs and industrial 
environments. Linear switching power supplies ensure high efficiency, for minimum heat dissipation even at 
ull load. Developers and industrial users benefit from useful functions such as sequenced start of channels, 
EasyArb and EasyRamp functions that are directly programmable on the device, an analog input for external 
control of voltage values, an external trigger input for controlling channels and arb steps, and adjustable 
overvoltage/overpower protection for each channel. 
All connectors, including SENSE, are available on the rear panel. A cage clamp facilitates rack installation and 
deinstallation. The LXI-compliant power supply can be controlled via LAN, USB or an optional GPIB interface. 
The CDC (virtual COM port) and TMC classes are supported for communications via USB. The remote control 
commands are based on the SCPI standard. 


Power Output Output Price Each 
Mfg. Part No. Rating Voltage Current Stock No. 1+ 
1 Channel 
HMC8041.02 100W 32V 10A 94Y5759 1440.00 
1 Channel - GPIB Interface 
HMC8041-G.02 100W 32V 10A 94Y5760 1795.00 
2 Channel 
HMC8042.02 100W 32V 5A 94Y5761 1600.00 
2 Channel - GPIB Interface 
HMC8042-G.02 100W 32V 5A 945762 1955.00 
3 Channel 
HMC8043.02 100W 32V 3A 94Y5763 1785.00 
3 Channel - GPIB Interface 
HMC8043-G.02 100W 32V 3A 94Y5764 2125.00 
PIM_5705052 


PIM_5624814 


BENCHTOP POWER SUPPLIES 


DC BENCH POWER SUPPLIES 


HMP SERIES PROGRAMMABLE POWER SUPPLIES & 


© Low residual ripple due to linear post-regulators ROHDE & SCHWARZ 
© Real-time voltage, current and watt values 
caesar wae 


@ High setting and read-back resolution: 1mV and 0.1 
/0.2/ 1.0 A (current output and mode! dependent) 6.088, 
@ FuseLink (electronic fuse) freely combinable for 6,888 V_ 
all channels pee 
@ FuseDelay tunable up to 250ms 
@ EasyArb function directly programmable at the 
device 
@ PC software (free of charge) to easily generate 
user-defined waveforms 
@ Independently adjustable over-voltage protection 
(OVP) for each channe! 
Advanced parallel- and serial operation through V/I tracking 
Front connectors: 4mm safety sockets 
Rear connectors for all channels including SENSE 

RS-232/USB dual interface, remote control via SCPI based 
commands 


eo 


Price Each 
Stock No. 1+ 
94Y5779 fo 
94Y5780 ae 
945781 ee 
94Y5782 = 


Power Output Output 
Mfg. Part No. Rating Voltage Current 


HMP2020.02 188W 32V 10A 

HMP2030.02 188W 32V 5A 

HMP4030.02 384W 32V 10A 

HMP4040.02 384W 32V 10A 
PIM_5675629 


NGE100 POWER SUPPLY SERIES ®& 
ROHDE & SCHWARZ 


———\ 
é 
H 
i 

GEGRRR, 


@ NGE102 with two or NGE103 with three channels 

@ Max. output power of 66 W with R&S@®NGE102, 
100 W with R&S@NGE 103 (33.6 W per channel) 

@ Max. output voltage of 32 V per channel (up to 64 
V/96 V in serial operation) 

@ Max. output current of 3 A per channel (up to 6 A/9 
Ain parallel operation) 

NGE100 power supply series consists of robust, high-performance, affordable instruments. They offer high 


© Electronic fuse (OCP), overvoltage protection 
(OVP), overpower protection (OPP), overtempera- 
ture protection (OTP) 

@ USB interface (VCP/TMC), optional LAN (LXI), 
optional wireless LAN 

© Optional digital I/O (4bit) 


efficiency combined with low ripple plus a variety of comfort functions that are not usually found in this class 
of power supplies. 
Power Output Output Price Each 
Mfg. Part No. Rating Voltage Current Stock No. 1+ 
NGE102 66W 32V 3A 14AC0488 = 
NGE103 100W 32V 3A 14AC0489 ee 
PIM_5714518 


Z+ SERIES 200W to 800W PROGRAMMABLE 


TDK:-Lambda 


@ Built-in USB, RS-232 & RS-485 
Interface 

© Optional LAN, GPIB & Isolated 
Analog Programming CURRENT 

© Bench or Rack Mount y 

© Constant Current or Voltage Modes 2 

@ Five Year Warranty = f OurPur 


222206 


POWER 


POWER SUPPLIES 

Features = VOLTAGE RoHS 

@2U high P3524 0-362 0-248 Gee tinoian 
) Available 


TOK: Lambda 
Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. ike 
@ 210-20-U 200W 1 10V 20A 07W8743 1392.09 
@ 210-40-U 400W 1 10V 40A 7176666 1715.17 
@ 210-60-U 600W 1 10V 60A 07W8750 2026.48 
@ 210-72-U 720W 1 10V 72A 07W8757 2337.80 
@ 220-10-U 200W 1 20V 10A 07W8785 1392.09 
@ 220-20-U 400W 1 20V 20A 71T6680 1715.17 
@ 220-30-U 600W 1 20V 30A 07W8792 2026.48 
@ 220-40-U 800W 1 20V 40A 07W8799 2337.80 
@ 236-12-U 432W 1 36V 12A 7176687 1715.17 
@ 236-18-U 648W 1 36V 18A 07W8806 2026.48 
@ 236-24-U 864W 1 36V 24A 07W8813 2337.80 
@ 236-6-U 216W 1 36V 6A 07W8820 1392.09 
@ Z60-10-U 600W 1 60V 10A 07W8827 2026.48 
@ Z60-14-U 840W 1 60V 14A 07W8834 2337.80 
> CONTINUED > 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


Z+ SERIES 200W to 800W PROGRAMMABLE POWER SUPPLIES (CONT.) 


Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
@ 260-3.5-U 210W 1 60V 3.5A 07W8841 1392.09 
@ 260-7-U 420W 1 60V 7A 7176694 irallssilee 
@ Z100-2-U 200W 1 100V 2A 07W8764 1392.09 
@ Z100-4-U 400w 1 100V 4A 7176673 Als alee 
@ 2100-6-U 600Ww 1 100V 6A 07W8771 2026.48 
@ 2100-8-U 800W 1 100V 8A 07W8778 2337.80 
@ Z160-1.3-U 208W 1 160V 1.3A 51X5989 1459.74 
@ 2160-2.6-U 416W 1 160V 2.6A 51X5994 1797.04 
@ 2320-0.65-U 208W 1 320V 650mA 51X5999 1459.74 
@ 2320-1.3-U 416W i| 320V 1.3A 51X6004 1797.04 
@ 2650-0.32-U 208W 1 650V 320mA 51X6009 1459.74 
@ 2650-0.64-U 416W 1 650V 640mA 51X6014 1797.04 
LAN Interface LXI Class C Compliant 
@ 210-20-LAN-U 200W 1 10V 20A 07W8742 1904.89 
@ Z10-40-LAN-U 400w 1 10V 40A 7176665 2384.79 
@ Z10-60-LAN-U 600W 1 10V 60A 07W8749 2578.49 
@ 210-72-LAN-U 720W 1 10V 72A 07W8756 2871.13 
@ 220-10-LAN-U 200W 1 20V 10A 07W8784 1904.89 
@ 220-20-LAN-U 400w 1 20V 20A 7176679 2241.70 
@ 220-30-LAN-U 600W 1 20V 30A 07W8791 2578.49 
@ 220-40-LAN-U 800W 1 20V 40A 07W8798 2871.13 
@ 236-12-LAN-U 432W 1 36V 12A 71T6686 2241.70 
@ 236-18-LAN-U 648W 1 36V 18A 07W8805 2578.49 
@ 236-24-LAN-U 864W 1 36V 24A 07W8812 2871.13 
@ 236-6-LAN-U 216W 1 36V 6A 07W8819 1904.89 
@ 260-10-LAN-U 600W i| 60V 10A 07W8826 2578.49 
@ 260-14-LAN-U 840W 1 60V 14A 07W8833 2871.13 
@ 260-3.5-LAN-U 210W 1 60V 3.5A 07W8840 1904.89 
@ 260-7-LAN-U 420W 1 60V 7A 7176693 2241.70 
@ 2100-2-LAN-U 200W 1 100V 2A 07W8763 1904.89 
@ Z100-4-LAN-U 400w 1 100V 4A 7176672 2241.70 
@ Z100-6-LAN-U 600W 1 100V 6A 07W8770 2578.49 
@ 2100-8-LAN-U 800W Al 100V 8A 07W8777 2871.13 
@ 2Z160-1.3-LAN-U 208W 1 160V 1.3A 51X5988 1968.03 
@ 2Z160-2.6-LAN-U 416W 1 160V 2.6A 51X5993 2323.37 
@ 2320-0.65-LAN-U 208W 1 320V 650mA 51X5998 1968.03 
@ 2320-1.3-LAN-U 416w 1 320V 1.3A 51X6003 2323.37 
@ 2650-0.32-LAN-U 208W i 650V 320mA 51X6008 1968.03 
@ 2650-0.64-LAN-U 416W 1 650V 640mA 51X6013 2323.00 
With Front Panel Terminals 
@ 236-12-L-U 432W 1 36V 12A 7176684 1991.24 
@ 236-18-L-U 648w 1 36V 18A 07W8803 2320.17 
Price Each 
Mfg. Part No. Stock No. Lal 
YesZ-NL200 7176654 372.57 
YesZ-RJ45 7176655 15.45 
YesZ-U 7176657 20.70 
YesZ-232-9 7176658 52.15 
PIM_198161 
Pws2000 SERIES DC BENCH POWER SUPPLIES Tektronix 
ey Features: ro 


@ Low noise, linear regulation 

® Wide voltage and current ranges 

@ 10 mV/10 mA programming resolution 

@ Less than 3 mVp-p ripple and noise 

@ Bright vacuum fluorescent displays 

@ 20 user-defined setup memories 

© 3-year warranty 

PWS2000 series power supplies offer wide current 
and voltage ranges, plus 10 mV and 10 mA resolution. 
Numeric keypads make voltage and current selection 
fast and accurate. Bright vacuum fluorescent displays with large digits provide excellent readability. A max 
voltage setting and password-protected front panel lockout help prevent circuit damage. PWS2000 series 
power supplies satisfy a wide variety of applications. All models include: documentation CD, power cord, 
calibration certificates documenting traceability to National Metrology Institute(s) and quick start user manual. 


SPECIFICATIONS 


Mfg. Part No. PWS2185 PWS2323 PWS2326 PWS2721 
Voltage Load Regulation 0.02% +5 mV 0.04% +6 mV 0.02% +4 mV 
Current Load Regulation 0.1% + 2 mA typical 
Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. 1+ 
@ PWS2185 350VA 1 18V 5A 73R7677 = 
PWS2323 350VA 1 32V 3A 73R7678 fee 
PWS2326 TO00VA 1 32V 6A 73R7679 Beds 
> CONTINUED > 
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PWS2000 SERIES DC BENCH POWER SUPPLIES (CONT.) 


PWS2721 350VA 1 72V | 1.5A 73R7680 = 
PIM_177885 
PWS4000 SERIES PROGRAMMABLE DC BENCH ‘ 
POWER SUPPLIES Tektronix 


Key Features and Functions:: 

@ Low-noise linear regulation 

@ Wide voltage and current ranges 

© 0.03% basic voltage accuracy, 0.05% basic current 
accuracy 

© Up to 40 user-defined setup memories 

© USB interface for remote programming 

@ Bright display shows actual voltage, current, and 
limits simultaneously 

@ List mode for test sequencing 


@ Remote sense, rear outputs and trigger/status lines 
© 3-year warranty 


PWS4000 series provides excellent voltage and current accuracy, and remote sensing for precise output 
levels. Both numeric keys and a rotary knob provide the ability to enter parameters directly or make continuous 
adjustments. The four-parameter, bright vacuum fluorescent display shows meter readings and limits at a 
glance. Integrated setup memory and list functions help speed manual and remote control testing. Remote 
programming is through USB, and NI Signal Express PC software (included). A max voltage setting and 
password-protected front panel lockout help prevent unintentional circuit damage. All models also include: 
documentation CD, power cord, calibration certificates documenting traceability to National Metrology 
Institute(s) and quick start user manual. 


PWS4205 PWS4305 PWS4323 PWS4602 PWS4721 
0.01% +2 mV 
0.05% + 0.1 mA} 0.05% + 1.5 mA] 0.05% +0.1mA} 0.05% +0.5mA | 0.05% + 0.1 mA 
1 mVRMS 1 mVRMS 4 mVP-P 1mVRMS 5 mVP-P} 1mVRMS3 
Ripple & Noise 3 mVP-P mVP-P 
(7 MHz) 
Current 3 mARMS 4mARMS 3 mARMS 
Ripple & Noise 
(7 MHz) 
Power Output Output Price Each 
Mfg. Part No. Rating Outputs Voltage Current Stock No. tke 
@ PWS4205 100W 1 20V 5A 73R7681 ae 
@ PWS4305 150W 1 30V 5A 73R7682 = 
@ PWS4323 96W 1 32V 3A 73R7683 ee 
@ Pws4602 150W 1 60V 2.5A 73R7684 = 
@ PWS4721 86Ww 1 72V 1.5A 73R7685 = 
PIM_177886 


SWITCH MODE LABORATORY DC POWER SUPPLIES ® 
© Backlit four digit LCD display TENMA 
" 


© Simultaneous display of voltage and current 
@ Auto selecting constant voltage (CV) and constant current am 


(CC) modes 
@ Ultra quiet convection cooling 
© Short circuit, overload, over voltage and thermal protection 
@ 84% efficiency at maximum output 
@ RoHs compliant | 


Precision adjustable supply is ideal for test, measurement and | 
service applications where tight voltage and current regulation are | 
critical. Highly efficient switch mode design delivers outstanding e 
performance from an extremely compact footprint. Unique separate 
output ON/OFF control allows voltage and current setting, with the Pa 
supply output turned off. = 


Output Output Price Each 
Mfg. Part No. Outputs Voltage Current Stock No. 1+ 
72-8340A 1 60V 1.6A 20X1048 194.81 
72-8345A 1 36V 3A 95W9878 99.46 
72-8350A 1 20V 5A 95W5650 93.34 
PIM_212505 


Cut costs, not corners with 


Board & Box Components 
newark.com/multicomp 


multicomp 


PIM_5624836 


1.800.463.9275 © newark.com 


BENCHTOP POWER SUPPLIES 


DC BENCH POWER SUPPLIES 


72-8XXXA SERIES DC POWER SUPPLIES TENMA’ 
72-8XXXA is a series of general DC power supplies suitable for laboratory use. 

Both CH1 and CH2 may work in CV or CC mode, and 
these two modes convert automatically according to 
the load. CH1 and CH2 have auto tracking function. 
In this condition, the output of CH2 tracks the output 
of CH1. This function is usually used when adjustable 
symmetrical and double polarity power is required. Both 
CH1 and CH2 display the output voltage or current with 
a 6-digit-LED meter. CH3 (in some models) is a 5V 
fixed output. Its maximum output current is 2A, and it is 
usually used in TTL circuits etc. CH1, CH2 and CH3 all 
have overload protection. 


Output Output Price Each 
Mfg. Part No. Outputs Voltage Current Stock No. 1-2+ 
72-8335A 3 24V 2A 47X1648 = 
72-8690A 2 32V 3A 47X1649 243.80 
72-8695A 3 32V 3A 47X1650 257.60 
72-8700A 2 32V 5A 47X1651 312.80 
PIM_212474 
HIGH CURRENT SWITCH MODE POWER SUPPLIES TENM. A’ 
- - - ~ 


-@ @: 
© Front panel 3/16” binding posts provide conven- ® Large 5//8” high LED digits 
ient access for loads up to 25A (72-7670) © Display resolution to 0.1V, 0.1A 
@ Front panel banana jacks provide convenient @ Excellent load and line regulation 
access for loads up to 5A (72-7655) @ Low ripple and noise 
@ Rear panel 3//8” posts accept banana plugs, © Over-voltage, overload, temperature and short 
ting terminals or spade lugs for loads up to 60A circuit protection 
(72-7655) © Detachable IEC power cord 
® Remote voltage control and sensing (72-7655) 


SPECIFICATIONS 


Model: 72-7670 72-7655 
Output Voltage: 3VDC to 15VDC AVDC to 15VDC 
Output Current: 25A 60A 
Load Regulation: 200mV 0.1% +5mV 
Line Regulation: 50mV +10% 0.05% +3mV 
Ripple and Noise: 5mV (RMS) 40mV (p-p) 
Efficiency: 85% 
Meter Accuracy: 41% +1 couni 
Power Requirements: 115VAC, 60Hz 120VAC, 60Hz 
Dimensions: x 8-3/4" (W) x 8-3/4" (D) 4-1/4" (H) x 8-3/4" (W) x 14-1/4" (D) 
Weight: 6.6 Ibs. 12.8 Ibs. 
Output Output Price Each 
Mfg. Part No. Outputs Voltage Current Stock No. 1+ 
72-7655 2 15V 60A 57J0202 480.70 
72-7670 1 15V 25A 27K5867 = 
PIM_203708 
MDL SERIES MODULAR PROGRAMMABLEDC 6. BK PRECISION 


ELECTRONIC LOADS 


1] 


: Mainframe Extension 
Mainframe 


Module 


© Short circuit test 

© Built-in 16-bit resolution voltage and current 
measurement (0.1mV, 0.01mA) 

@ Remote voltage sensing to compensate for the 
effect of voltage drop in wires 

© Operate identical modules in parallel mode for high 
current applications 


@ Modules offer wide voltage and current range, 0 to 
500V, 0 to 120A 

© Support for up to 8 or 16 channels with mainframe 
extension 

@ Transient mode up to 25kHz 

@ Synchronous Load on/off function 

@ Adjustable slew rate in CC mode 

© Standard LAN, GPIB, USB, and RS-232 interfaces | OVP/OCP/OPP/OTP and reverse voltage 
with USBTMC/SCPI protocol support protection 


The MDL Series is a multi-channel modular programmable electronic load system. Six different modules of 
programmable DC loads ranging in power from 200W to 600W provide users the flexibility to test a wide range 
of power sources from multi-output AC/DC power supplies to batteries, fuel cells, and photovoltaic arrays. The 
mainframe has four slots that can be configured with any assortment of the modules up to 2400W (up to 4800W 
with mainframe extension). The high-performance electronic load modules of the MDL Series are capable of 
operating in constant current (CC), constant voltage (CV), constant resistance (CR), constant power (CW), and 
constant impedance (CZ) mode, which uses DSP technology to simulate non-linear loads and realistic loading 


> CONTINUED > 
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BENCHTOP POWER SUPPLIES 


ELECTRONIC LOADS 


MDL SERIES MODULAR PROGRAMMABLE DC ELECTRONIC LOADS 
(CONT.) 


behavior. MDL282 is a dual-channel module supporting a unique flexible power configuration. The user can 
allocate 250W to either channel up to 300W total (e.g. 50W/250W, 250W/S50W, 150W/150W). 


Power Current Voltage Price Each 
Mfg. Part No. Rating Max Max Stock No. 1+ 
@ MDL200 200W 40A 80V 67W2946 1250.00 
@ MDL252 250W 20A 80V 67W2947 fs 
@ MDL305 300W 20A 500V 67W2948 1985.00 
@ MDL302 300W 45A 80V 68Y4776 3015.00 
@ MDL400 400W 60A 80V 67W2949 1790.00 
@ MDL505 500W 30A 500V 67W2950 3200.00 
@ MDL600 600W 120A 80V 67W2951 — 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1+ 
@ MDLO001 Mainframe B&K Precision MDL Series Modular} 67W2944 ae 
Programmable DC Electronic Loads 
@MDLO02 =| Mainframe Extension] B&K Precision MDL Series Modular) 67W2945| 1450.00 
Programmable DC Electronic Loads 
PIM_209444 
8500 SERIES DC ELECTRONIC LOADS BK PRECISION 
600W, 1200W 


5000W 
Model 8540 @ Low minimum operating voltage <0.1V 
© Operates between 0-60VDC, 1 mA-30A (150W © Built-in transient generator 
maximum) © Short circuit test 
@ Easy operation @ High-resolution 0.14mA/1mV voltage/current 


@ Bright, easy-to-read display measurement (Models 8500 and 8502) 
@ Very compact and lightweight @ Bright, easy-to-read VFD display 
@ Two current ranges: 3A (1mA resolution) and 30A —@- Constant current (CC), constant resistance (CR), 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


8600 SERIES PROGRAMMABLE DC ELECTRONIC BK PRECISION 

LOADS 

Features: 

® CC/CV/CRICW operating modes 

© 16-bit voltage and current measure- 
ment system providing 1 mV / 0.1 
mA resolution 

@ Transient mode up to 25 kHz in 

CC mode 

List mode function 

Store and recall up to 100 setups 

Adjustable slew rate in CC mode 

Flexible triggering options via front panel, external 

input, timer, or bus 

© Built-in battery test function with voltage level, 
capacity level, and timer stop conditions 

© Test modes to validate the OCP/OPP protection 
functions of a power supply 


® Remote sense 

@ Analog current control and monitoring 

© Thermostatically controlled fan 

@ Standard USB (USBTMC-compliant), RS232, and 
GPIB interfaces supporting SCP! commands for 
remote control 

@ OVP/OCP/OPP/OTP including local and remote 

‘ . | reverse voltage (LRV/RRV) protection 

© CR-LED mode to simulate the loading behavior of ~— @ Compact 19” half-rack form factor allows for side- 
typical LEDs by-side rack mounting of two units 

The 8600 Series programmable DC electronic loads provide the performance of modular system DC electronic 

loads in a compact benchtop form factor. With fast transient operation speeds and high 16-bit measurement 

resolution, these standalone DC loads can be used for testing and evaluating a variety of DC sources such as 

DC power supplies, DC-DC converters, batteries, battery chargers, and photovoltaic arrays. The 8600 Series 

also provides a built-in battery test mode to measure the ampere-hour (Ah) characteristic of a battery and a 

unique CR-LED mode to simulate the loading behavior of a typical LED. 


Power Current Voltage Price Each 
Mfg. Part No. Rating Max Max Stock No. 1+ 

@ 8600 150W 30A 120V 43Y3448 1510.00 

@ 8602 200W 15A 500V 43Y3450 1880.00 

@ 3601 250W 60A 120V 43Y3449 1810.00 

8622 2.5kW 100A 500V 25AC3860 10750.00 

8620 3kW 480A 120V 25AC3859 8650.00 

8624 4.5kW 600A 120V 25AC3861 12950.00 

8625 6kW 720A 120V 25AC3862 15750.00 
PIM_5465769 


PEL-3000 SERIES PROGRAMMABLE lols 
ELECTRONIC LOADS 


GW INSTEK 


Simply Reliable 


(10mA resolution) 

© Constant current (CC), constant resistance (CR) 
and constant voltage (CV) operation 

© Over-current and over-voltage protection 

© Short mode to simulate shorts 

© Save up to 400 instrument settings 

8500 series 

@ “Wide operating ranges up to 0 to 500V and 0 to 


constant voltage (CV) and constant power (CW) 
operation 
© Over-current/over-voltage/over-power/over-tem- 
perature protection 
© Stores up to 25 instrument set-ups 
@ Thermostatically-controlled fan operates quietly 
@ All rack mountable; 300 and 600W models for 
bench use” 


© Operating voltage (DC):1.5V~150V 

© Operating Mode: C.C/C.V/C.R/C.P/CC+CV/ 
CR+CV / CP+CV 

@ Parallel Connection of Inputs for Higher Capacity 
(Max: 9,450W) 

© Support of High Slew Rate: Max 16A/us 

@ Run Program Function (GO/NO GO Test) 


© Soft Start Function: Off / On(1~200ms, Res: 1ms) 

@ Adjustable OCP / OVP / OPP / UVP Setting 

© Short Circuit Function 

@ Timer function : Elapsed Time of load on 

© Cut Off Time(Auto Load Off Timer ): 1s to 999h 
59min 59s or Off 

@ External Channel Control / Monitoring via Analog 
Control Connector 


240A (5000W max.) 


Mfg. part no. 8540 DC electronic load is a very compact, economically-priced instrument that is perfect for use 
on both the bench and the production floor. Though small in size, it can reliably test a 5V power supply to 30A 
and do it continuously. The load can operate in CC, CV or CR mode while voltage/current or resistance/power 
values are measured and displayed in real time, making it well suited to test a variety of DC power sources. Its 
performance is comparable to most full-size bench DC loads, yet it does the job at half the price and takes up 
half the bench space. Unit is supplied with power cord, user manual, and one year manufacturer's warranty. 
Dimensions: 3.5 W x 6.9H x 11.1”D. 

Affordable full-featured programmable electronic DC loads offer a high degree of accuracy and great 
display resolution. Ideal for testing and evaluating a variety of DC power sources: DC power supplies, DC- 


@ Sequence Function for High Efficient Load 


Simulations © Setup Memories: 100 sets 
© Commands are compatible with Kikusui PLZ-4W @ 3.5 Inch TFT LCD Display 
model. © Multi Interface: USB 2.0 Device / Host , RS-232 , 


© Dynamic(Switching) Function: 0.0166Hz ~20kHz GPIB (Optional) 

The PEL-3000 series, a single-channel, programmable D.C. electronic load with 0.01mA current resolution and 
16A/us current Slew Rate, is very ideal for testing server power supply and SPS (Switching Power Supply) for 
commercial and industrial computers. For a heavy-duty device like cloud ecosystem running 24-hour nonstop 
operations, a stable and high-power power supply, ranging from 350W to 1500W, is required to maintain the 
normal operation of server, Hub, and the equipment of data storage and internet communications. Owing to 


DC converters, batteries, fuel cells and solar cells. Because they are fully programmable via the RS 232 or the increasing demand of data transmission and large scale data storage of telecammunications systems, the 
optional USB interface they are ideal for automated test systems. The loads can operate in constant current, infrastructure of interne communications is in the pace of rapid expansion. This has greatly boosted the market 
constant voltage, constant resistant and constant power mode while voltage/current or resistant/power values demand of telecommunications equipment powered by power supply of 2000W and above. The flexible power 
are measured and displayed in real time. Each unit is supplied with power cord, TTL-to-RS232 serial converter, combination of PEL-3000 meets the test requirements of present high-power power supply. 
user manual, installation CD with application software, and one year manufacturer's warranty. Order mfg. part Power Current Voltage Price Each 
no. IT-E151 rack mount kit and mfg. part no. IT-132 TTL-to-USB serial adapter separately; go online or call. Mfg. Part No. Rating Max Max Stock No. 1+ 
Power Current Voltage Price Each PEL-3021 175W 35A 150V 51X2429 2376.00 
Mfg. Part No. Rating Max Max Stock No. 1+ PEL-3041 350W 70A 150V 51X2430 3528.00 
@ 8540 150W 30A 60V 13P0414 670.00 PEL-3111 1.05kW 210A 150V 51X2431 4830.00 
© 8502 S00W 15A 500V 410141 = PEL-3211 21KW 420A 150V 51X2432 5292.00 
@ 8500 300W 30A 120V 9739482 1185.00 PIM_212666 
@ 8512 600W 30A 500V 41P0142 = 
@ 8510 600W 120A 120V 31M6999 a 
@ 8518 1200W 240A 60V 41P0144 ae 
© 8514 1200W 240A 120V 41P0143 = New Products Adc d ed D al i 
@ 8522 2400W 120A 500V 41P0146 = 
© 8520 2400W 240A 120V 41P0145 = See the newest Technologies and a 
© 8526 5000W 120A 500V 41P0148 me Suppliers at: 
@ 8524 5000W 240A 60V 41P0147 = newark.com/new-products 
PIM_84537 
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PEL-3000E SERIES PROGRAMMABLE Snele 


GW INSTEK 


CHANNEL DC 
ELECTRONIC LOAD Simply Reliable 
@ 1~150V(PEL-3031E)Min. Operating Voltage(dc):1V © Soft Start 

at 60A, 0.5V at 30A © Battery Discharge Test 
© 2.5~500V(PEL-3032E)Min. Operating Voltage(d- @ OCP, OPP Test Automation 

c):2.5V at 15A, 1.25V at 7.5A @ Max. Slew Rate: 2.5Aus 
© 7 Operating Modes: CC, CV, CR, CP, CC+CV, @ Dynamic Mode 

CR+CV, CP+CV © Protection: OVP, OCP, OPP, OTP, RVP, UVP 
@ Fast/Normal Sequence Function © USB/GPIB(Optional) 


PEL-3000E series programmable single-channel electronic load. PEL-3031E provides 300W (1V~150V/60A) 
and PEL-3032E provides 300W (2.5V~500V/15A) current sink capability. Inherited from the PEL-3000 series, 
PEL-3031E has an easy-to-read LCD panel and user-friendly interface. This model features high speed and 


accurate measurement capability for electronic component, battery, portable charger and power products that 
require low to medium power consumption. 
Power Current Voltage Price Each 
Mfg. Part No. Rating Max Max Stock No. 1+ 
PEL-3032E 300W 15A 500V 16AC3895 1893.00 
PEL-3031E 300W 60A 150V 12AC5277 1793.00 
PIM_5723704 


2380 SERIES PROGRAMMABLE DC ELECTRONIC 
LOADS 


KEITHLEY 


A Tektronix Company 


es 


PUT 
+ = 


2380-500-30 


2380-120-60, 2380-500-15 


© 200W, 250W, and 750W models 0.1mV/0.01mA 


© Supports up to 500V or 60A @ Dynamic mode with cycle rate up to 25kHz 
© Constant current (CC),constant voltage (CV), @ Voltage rise and fall time measurement 
constant resistance (CR), and constant power (CP) @ Current monitor function 
operating modes @ List mode 
@ LED simulated load test mode © Battery test mode 


@ Readback voltage and current resolution down to © Built-in GPIB,USB, and RS-232 interfaces 

Series 2380 programmable DC electronic loads can sink a wide range of voltages and currents. The 200W 
Model 2380-500-15 can accept up to 500V or 15A. The 250W Model 2380-120-60 can accept up to 120V or 
60A. The 750W Model 2380- 500 30 can accept up to 500V or 30A. These single-output, stand-alone electronic 
loads are cost-effective and self-contained. 


Power Current Voltage | Price Each_ 
Mfg. Part No. Rating Max Max Stock No. 1+ 
2380-500-15 200W 15A 500V 758047 3080.00 
2380-120-60 250W 60A 120V 75Y8046 2760.00 
2380-500-30 750W 30A 500V 75Y8048 5160.00 
PIM_5515056 
N3300 SERIES DC ELECTRONIC LOAD KEYSIGHT 
MAINFRAME TECHNOLOGIES 
Features: and slew rate 


® Stable operation down to zero volts 
© GPIB and RS-232 control of current, voltage and 


@ Full protection from over-current, over-power, 
over-temperature and reverse polarity 


resistance © Electronic calibration 
@ GPIB and RS-232 readback of current, voltage © Trigger for external synchronization 
and power @ Parallel units in constant current mode for higher 


@ Built-in pulse waveform generation with power 
programmable amplitude, frequency, duty cycle @ VXI plug & play drivers 

Mfg. part no. N3301A and mfg. part no. N3300A electronic load mainframes accept user-installable load 
modules for easy system configuration and future reconfiguration. Mfg. part no. N3301A holds up to two mfg. 
part no. N3302A, mfg. part no. N3303A, and mfg. part no. N3304A load modules, or one mfg. part no. 
N3305A or mfg. part no. N3306A load module, allowing up to 600 watts of total maximum power. Mfg. part no. 
N3300A holds up to six mfg. part no. N3302A, mfg. part no. N3303A, mfg. part no. N3304A and mfg. part 
no. N3307A load modules, or three mfg. part no. N3305A and mfg. part no. N3306A load modules, allowing 
up to 1800 watts of total maximum power. One GPIB address is all you need for complete control and readback 
of all load modules within a single mainframe. This series of dc electronic loads provides the fast operation and 
accurate programming and readback need for high-volume dc power supply test systems. 


> CONTINUED > 
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N3300 SERIES DC ELECTRONIC LOAD MAINFRAME (CONT.) 


Power Current Voltage Price Each 
Mfg. Part No. Rating Max Max Stock No. 1+ 
@ N3302A 150W 30A 60V 95H8003 2270.70 
@ N3303A 250W 10A 240V 95H8004 3589.00 
@ N3307A 250W 30A 150V 95H8008 3345.00 
@ N3304A 300W 60A 60V 95H8005 3117.00 
@ N3305A 500W 60A 150V 95H8006 4604.00 
@ N3306A 600W 120A 60V 95H8007 4429.00 
N3301A 600W 120A 240V 95H8002 3140.00 
N3300A 1800W 360A 240V 95H8001 3683.00 
PIM_211787 
SERIES 2400 GENERAL PURPOSE SOURCEMETER® 
INSTRUMENTS m IKEITHLEY 


A Tektronix Company 


gpeserese| : ce 


© Five instruments in one (IV Source, IVR Measure) 

® Source and sink (4-quadrant) operation 

© 0.012% basic measure accuracy with 6-1/2 digit 
resolution 

@ 2-, 4-, and 6-wire remote V-source and measure 
sensing 


@ Available high speed sense lead contact check 
function 

@ Programmable DIO port for automation/handler/ 
prober control (except Model 2401) 

© Standard SCPI GPIB, RS-232 and Keithley Trigger 
Link interfaces 

© 1700 readings/second at 4-1/2 digits via GPIB © Keithley LabTracer 2.0 I-V curve tracing application 

® Pass/Fail comparator for fast sorting/binning software (download) 

Designed specifically for test applications that demand tightly coupled sourcing and measurement. All 

SourceMeter models provide measurement capabilities as well as precision voltage and current sourcing. 

Each SourceMeter instrument is both a true instrument-grade 6-1/2 digit multimeter and a highly stable DC 

power source. The power source characteristics include low noise, precision, and readback. The multimeter 

capabilities include high repeatability and low noise. The result is a compact, single-channel, DC parametric 

tester. In operation, these instruments can act as a voltage source, a current source, a voltage meter, a current 

meter, and an ohmmeter. Manufacturers of components and modules for the communications, semiconductor, 

computer, automotive, and medical industries will find the SourceMeter instruments invaluable for a wide range 

of characterization and production test applications. 


Output Voltage Current Price Each 
Mfg. Part No. Power Range Range Stock No. the 
Current/Resistance/Voltage Measure, Current/Voltage Source 
2410 20W + 200mV to + 1kV + 1pAto + 1A 19K4451 | 14100.00 
2401 20W + 200mV to + 20V + 1pAto + 1A 6472777 4980.00 
2400 20W + 200mV to + 200V +1pAto+1A 4152103 7850.00 
2420 60W + 200mV to + 60V + 10UA to + 3A 30K6552 = 
PIM_198546 
2450 & 2460 SOURCEMETER® SMU INSTRUMENT IKEITHLEY| 
© Capabilities of analyzers, curve KE T LEY 
A Tektronix Company 


tracers, and I-V systems at a 
fraction of their cost. 

@ Five-inch, high resolution capacitive 
touchscreen GUI 

© 0.012% basic measure accuracy 
with 6%-digit resolution 

@ Enhanced sensitivity with new 
20mV and 10nA source/measure 
ranges 

© Source and sink (4-quadrant) operation 

© Four “Quickset” modes for fast setup and 
measurements 

@ Built-in, context-sensitive front panel help 

@ Front panel input banana jacks; rear panel input 


riaxial connections 

@ 2450 enhanced SCPI and TSP® scripting 
programming modes 

© Model 2400 SCPI-compatible programming mode 
© Front panel USB memory port for data/program- 
ming/configuration I/O 

The Model 2450 is Keithley’s next-generation SourceMeter source measure unit (SMU) Instrument that truly 
brings Ohm's law (current, voltage, and resistance) testing right to your fingertips. Its innovative graphical 
user interface (GUI) and advanced, capacitive touchscreen technology allow intuitive usage and minimize 
the learning curve to enable engineers and scientists to learn faster, work smarter, and invent easier. The 
2450 is the SMU for everyone: a versatile instrument, particularly well-suited for characterizing modern scaled 
semiconductors, nano-scale devices and materials, organic semiconductors, printed electronics, and other 
small-geometry and low-power devices. All this combined with Keithley SMU precision and accuracy allow users 
to Touch, Test, InventTM with the new favorite go-to instrument in the lab for years to come. 


Model 
Power Output: 
Current Max: 7A 
Voltage Max: 200V 100V 


Sweep Types: Linear, Log, Dual Linear, Log, Dual Linear, Dual Log, Custom 
Linear, Dual Log, 
Custom, Source- 
Memory (SCPI 
2400 Mode) 


Programming Options: 
Connection Options: 


GPIB, USB, Ethernet (LX!) 
Front: Banana Jacks / Rear: Mass Screw Terminal Connection 


Front: Banana 
Jacks / Rear: Triax 
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2450 & 2460 SOURCEMETER® SMU INSTRUMENT (CONT.) 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


SOURCE MEASURE METERS 


SERIES 2600B SYSTEM SOURCEMETER® SMU INSTRUMENTS (CONT.) 


Output Voltage Current [Price Each Output Voltage | Current | | Price Each 
Mfg. Part No. Power Range Range Stock No. 1+ Mfg. Part No. Power Range Range Stock No. 1+ 
Current/Resistance/Voltage Measure, Current/Voltage Source Current/Resistance/Voltage Measure, Current/Voltage Source, Single Channel 
2450 20W 20mV to 200V 10nA to 1A 88W3815 6870.00 2635B 30.3W + 200mV to + 200V + 1nAto + 10A 44W8040 | 16100.00 
2450-US 20W 20mV to 200V 10nA to 1A 44X2664 7310.00 2611B 30.3W + 200mV to + 200V + 100nA to + 10A 44W8036 9540.00 
2460 100W 200mV to 100V 1yA to 7A 85X8949 10600.00 2601B 40.4W + 100mV to + 40V + 100nA to  10A 44W8033 9360.00 
PIM_210805 PIM_197864 
SOURCEMETER 2461 SERIES SOURCE MEASURE KEITHLEY B2900A SERIES PRECISION SOURCE/MEASURE KEYSIGHT 


UNITS 


A Tektronix Company 


2461-NFP 


2461 


® One tightly coupled instrument that combines the 
capabilities of analyzers, curve tracers, and I-V 
systems at a fraction of their cost 

© Wide coverage up to 105V / 7ADC 100W, 100V / 
10A Pulse 1000W max. 

@ Dual 1MS/s digitizers for fast sampling meas- 


@ Source and sink (4-quadrant) operation 

© Four “Quickset’ modes for fast setup and 
measurements 

© Context-sensitive help function 

@ Front panel input banana jacks; rear panel mass 
termination screw connections 


urements @ SCPI and Test Script Processor (TSP®) program- 
@ Five-inch, high resolution capacitive touchscreen ming modes 
GUI @ Front-panel USB 2.0 memory I/O port for transfer- 


@ 0.012% DCV accuracy with 6’4-digit resolution ting data, test scripts, or test configurations 


The Model 2461 High Current SourceMeter® Source Measure Unit (SMU) Instrument brings advanced Touch, 
Test, Invent® technology right to your fingertips. It combines an innovative graphical user interface (GUI) with 
capacitive touchscreen technology to make testing intuitive and minimize the learning curve to help engineers 
and scientists learn faster, work smarter, and invent easier. With its 10A/1000W pulse current and 7A/100W DC. 
current capability combined with dual 18-bit 1MS/s digitizers, the Model 2461 is optimized for characterizing 
and testing high power materials, devices, and modules, such as silicon carbide (SiC), gallium nitride (GaN), 
DC-DC converters, circuit protection devices, solar cells and panels, high brightness LEDs and lighting systems, 
electro-chemical cells and batteries, and much more. These new capabilities, combined with Keithley’s expertise 
in high precision, high accuracy SMU instruments, will make the Model 2461 a “go-to instrument” for high current 
sourcing and high speed measurement applications in the lab and in the rack for years to come. -NFP suffix 
indicates no front panel. -RACK suffix indicates no handle. 


Output Voltage Current Price Each 
Mfg. Part No. Power Range Range Stock No. i+ 
Current/Resistance/Voltage Measure, Current/Voltage Source, SourceMeter Instrument 
2461 1kW 200mV to 100V 1pA to 10A TTY6596 11900.00 


Current/Resistance/Voltage Measure, Current/Voltage Source, SourceMeter Instrument, with 
no front panel 


2461-NFP 1kW 200mV to 100V 1pA to 10A TTY6597 == 


Current/Resistance/Voltage Measure, Current/Voltage Source, SourceMeter Instrument, with 
no front panel and no handle 


2461-RACK 1kW 
PIM_5504866 


200mV to 100V 1pA to 10A TTY6599 = 


SERIES 2600B SYSTEM SOURCEMETER® SMU 
INSTRUMENTS 


KEITHLEY 


A Tektronix Company 


CE 


© Tightly integrated, 4-quadrant voltage/current 
source and measure instruments with 674-digit 
resolution 

@ Models offer widest dynamic range: 10A pulse to 
0.1fA and 200V to 100nV 

© Built-in, Java-based test software enables true 
plug & play I/V characterization and test through 
any browser 


best-in-class system-level throughput 

@ TSP-Link expansion technology for multi-channel 
parallel test without a mainframe 

© Software emulation for Keithley’s Model 2400 
SourceMeter SMU Instrument 

© USB 2.0, LXI-C, GPIB, RS-232, and digital I/O 
interfaces 

© Software drivers and development/debug tools 

@ TSP (Test Script Processing) technology embeds = @ Optional ACS-Basic semiconductor component 
complete test programs inside the instrument for characterization software 

Series 2600B offers single- and dual-channel models that combine the capabilities of a precision power supply, 

true current source, 6 1/2 digit DMM, arbitrary waveform generator, pulse generator, and electronic load all 

into one tightly integrated instrument. The result is a powerful solution that significantly boosts productivity in 

applications ranging from bench-top I-V characterization through highly automated production test. 


Output Voltage | Current | Price Each 
Mfg. Part No. Power Range Range Stock No. 1+ 
Current/Resistance/Voltage Measure, Current/Voltage Source, Dual Channel 
2636B 30.3W + 200mV to + 200V + 1nAto + 10A 44wW8041 | 23900.00 
2612B 30.3W + 200mV to + 200V + 100nA to + 10A 44W8037 | 14500.00 
26028 404w | +100mVto+40V | +100nAto+10A | 44w8034 | 14200.00 


Current/Resistance/Voltage Measure, Current/Voltage Source, Dual Channel, Benchtop 
Version 


26348 30.3W | +200mVto+200V | +1nAto+10A | 44w8039 | 21100.00 
26143 30.3W | +200mVto+200v | +100fAto+10A | 44w8038 | 13800.00 
26048 40.4w [ +100mVto#40V [| +100nAto+10A | 44Ww8035 | 12600.00 
> CONTINUED > 
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@ Integrated voltage/current 4-quadrant precision 
source and measurement capabilities for easy and 
accurate |/V measurement 

@ Wide coverage up to 210V, 3A DC / 10.5A pulse 

@ Up to 10fA/ 100nV minimum measurement 
resolution (6-1/2 digits) 

@ Up to 10fA/ 100nV minimum sourcing resolution 
(6-1/2 digits) 

@ 4.3” front panel color display supports both 
graphical and numerical view modes 

@ High resolution arbitrary waveform generation 
(AWG) and list sweep functions (10s minimum 
interval) 

® High speed digitizing capability (max. 10us 
sample rate) 


TECHNOLOGIES 


4 £8 
meso 


= (fe 


@ Free application software to facilitate PC -based 
instrument control 

@ |VI-COM drivers and SCPI supporting conventional 
SMU command set for basic compatibility 

© LXI class C, USB 2.0, GPIB, LAN and digital I/O 
interface 


Upgrade kitsB2901A Software Upgrade Package, Extension Support and Subscription 


Output Voltage Current Price Each 
Mfg. Part No. Power Range Range Stock No. 1+ 
Current/Voltage Measure, Current/Voltage Source 
@ B2901A 31.8W + 200mV to + 200V + 10nA to + 10A 5873069 = 
@ B2902A 31.8W + 200mV to + 200V + 10nA to + 10A 6374453 | 14529.00 
@ B2911A 31.8W +200mV to+200V | +10nAto+10A 6570836 = 
@ B2912A 31.8W +200mV to+200V | +10nAto+10A 6772380 Ss 
B2901A-TAA 31.8W +200mV to+200V | +10nAto+10A 69W0138 = 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1+ 
N1294A-001 | Banana-Triax Adapter | Keysight B2900A Series Precision SMUs | 7772714 SS 
N1294A-002 | Banana-Triax Adapter | Keysight B2900A Series Precision SMUs | 7772715 850.00 
PIM_211835 


PCB Fabrication & 


Assembly 


Quality U.S.-based manufacturers —as fast 
as 48-hour turnaround! 


element1 4.com/designcenter 


PIM_5624867 


Go online or call for non-compliant or ROHS Compliant products. See page 2 


2510 SERIES HANDHELD DIGITAL STORAGE 


OSCILLOSCOPES 

© 60 MHz (2511/2515) and 100 MHz (2512//2516) bandwidth 

@ 4 GSa/s sample rate 

@ Deep waveform memory up to 2 Mpts 

@ 2 fully isolated and floating 1,000 V CAT II, 600 V CAT III 
tated inputs (isolated models 2515 and 2516) 

@ 300 V CAT Il rated inputs (non-isolated models 2511 and 
2512) 

© Built-in 6000-count DMM with dedicated terminals for current 

measurement 

Scope and meter trend plot functions for data logging 

Bright 5.7” color display 

Compact and lightweight — 3.4 Ibs (1.54 kg) 

FFT including four additional math functions - Add, Subtract, 

Multiply, and Divide 

© 32 automatic measurements 

@ USB host port for saving and recalling waveform setups, 
data, and screenshots on a USB flash drive 

© Software provided for remote PC control 

@ Advanced tools include digital filters with adjusta- 
ble limits, scope and waveform recorder mode 


BK PRECISION Ny 


@ Multi-language user interface 
© Up to four hours of continuous battery operation 


The 2510 Series handheld digital storage oscilloscopes provide floating measurement and recorder capabilities 
with a built-in digital multimeter (DMM), all in one portable and lightweight package. These versatile 60 MHz and 
100 MHz bandwidth scopes offer 1 GSa/s sample rates, 2 Mpts waveform memory, 32 automatic measurements, 
and multiple recording functions to capture transient or long-term signal behavior. 
Memory Rise Price Each 
Mfg. Part No. Bandwidth Sampling Rate Depth Time Stock No. 1+ 

Channels: 0+2 Channel 

@ 2511 60MHz 1GSPS 40kpts 5.8ns 08X6501 — 

@ 2512 100MHz 1GSPS 40kpts 3.5ns 08X6502 eas 

Channels: 2 Channel, Isolated 

@ 2515 60MHz 1GSPS 40kpts 5.8ns 08X6503 = 

@ 2516 100MHz 1GSPS 40kpts 3.5ns 08X6504 = 
PIM_212175 

FLUKE 120B SERIES INDUSTRIAL SCOPEMETER FLUKE. 


HAND-HELD OSCILLOSCOPES 

@ Dual-input digital oscilloscope and multimeter 

40 MHz or 20 MHz oscilloscope bandwidth 

Two 5,000-count true-rms digital multimeters 

Connect-and-View™ trigger simplicity for hands-off operation 

IntellaSet™ technology automatically and intelligently adjusts 

numerical readout based on the measured signal 

@ Dual-input waveform and meter reading recorder for trending 
data over extended periods 

© Recorder Event Detect captures elusive intermittent signals on 
repetitive waveforms up to 10 KHz 

The compact ScopeMeter® 120B Series, is the rugged oscilloscope 

solution for industrial electrical and electro-mechanical equipment 

troubleshooting and maintenance applications. It's a truly integrated 

test tool, with oscilloscope, multimeter and high-speed recorder in 

one easy-to-use instrument. The ScopeMeter 120B Series also 

integrates with Fluke Connect® mobile app and FlukeView® for 

ScopeMeter software to enable further collaboration, data analysis 

and archiving of critical test information. The 120B Series Industrial 

ScopeMeter Test Tools include innovative functions designed to help technicians troubleshoot faster and get 

the answers they need to keep their systems up and running. Display waveforms with Connect and View™ 

trigger and setup technology and automatically view related numerical measurements using Fluke IntellaSet™ 


technology, all without making manual measurement adjustments. With Recorder Event Detect capabilities, 
elusive intermittent events are captured and logged for easy viewing and analysis. Fluke 120B/S versions also 
include soft carry case, FlukeView™ for Windows® software, magnetic hanger, and screen protector. 
Memory | Rise Price Each 
Mfg. Part No. Bandwidth | Sampling Rate | Depth Time | Stock No. “ihe 
Channels: 2 Channel 
FLUKE-123B/NA 20MHz 25MSPS 512pts | 17.5ns | 76Y6232 | 1909.99 
FLUKE-123B/NA/S 20MHz 25MSPS 512pts | 17.5ns | 76Y6233 | 2379.99 
FLUKE-124B/NA 40MHz 25MSPS 512pts | 8.75ns | 76Y6234 | 2595.99 
FLUKE-124B/NA/S 40MHz 25MSPS 512pts | 8.75ns | 76Y6235 | 3082.99 
FLUKE-125B/NA 40MHz 25MSPS 512pts | 8.75ns | 76Y6236 | 3182.99 
FLUKE-125B/NA/S 40MHz 25MSPS 512pts | 8.75ns | 76Y6237 | 3660.99 
PIM_5515042 
Custom Panel Meters — Call 800 859 1257 


Choose your own colors, text, and company logo 
Custom scale, range and pointer types 
Analog/Digital Meters, Sensors, Controllers and more 


Email panelmeters@newark.com 


PIM_5624808 


1.800.463.9275 © newark.com 


HAND HELD TEST EQUIPMENT 


SCOPEMETER® 190 SERIES II HANDHELD 
OSCILLOSCOPES 


2-Channel 4-Channel 
@ Up to four independent floating isolated inputs, © Security slot: lock down oscilloscope 
up to 1000 V with Kensington® lock while 
@ High-speed sampling: Up to 5 GS/sec on 2 unattended 
channels simultaneously @ IP 51 rating, dust- and drip-proof 


© Deep memory: 10,000 points per trace waveform © Connect-and-Viewi triggering for 
capture (Scope mode) intelligent, automatic triggering on fast, slow and 
© CAT Ill 1000 V/CAT IV 600 V safety rated for even complex signals 


industrial environments @ Frequency Spectrum using FFT-analysis 
© Up to seven hours of battery operation using @ Automatic capture and REPLAY of 100 screens 
BP291 © ScopeRecordi Roll mode gives 30,000 points per 


@ Isolated USB host port for direct data storage to a input channel for low frequency signal analysis 
USB memory device; USB device port foreasy PC © TrendPlot! paperless recorder mode with deep 
communication memory for long-term automatic measurements 

@ Easy access battery door for quick battery swaps @ 5,000 count DMM included in the 2-channel 
in the field models 

© Compact and only 2.2 kg (4.8 Ib) 


For the more demanding applications, ScopeMeter® 190 Series II high-performance oscilloscopes are ideal 
for engineers who need the capabilities of a high-performance oscilloscope in a hand-held, battery powered 
instrument. All models come complete with battery charger/line voltage adapter, battery pack, hard point test 
lead set, Getting-Started guide, and user manual on CD. In addition, models with SCC290 kit includes: hardside 


carrying case, serial interface cable and FlukeView® ScopeMeter® software for Windows®. Available calibrated 
with printed certification and data report; go online or call. Mfg. part nos. with /S suffix indicates SCC-290 kit 
included. 
Memory | Rise Price Each 
Mfg. Part No. Bandwidth | Sampling Rate | Depth | Time | Stock No. i+ 
Channels: 2 Channel 
FLUKE-190-062/AM 60MHz 625MSPS 10kpts | 5.8ns | 4673746 = 
FLUKE-190-062/AM/S 60MHz 625MSPS 10kpts | 5.8ns | 4613747 = 
FLUKE-190-102/AM 100MHz 1.25GSPS 10kpts | 3.5ns | 4673748 — 
FLUKE-190-102/AM/S 100MHz 1.25GSPS 10kpts | 3.5ns | 46173749 = 
FLUKE-190-202/AM 200MHz 2.5GSPS 10kpts | 1.7ns | 4673750 a 
FLUKE-190-202/AM/S 200MHz 2.5GSPS 10kpts | 1.7ns | 4673754 = 
FLUKE 190-502/S 500MHz 5GSPS 10kpts | 0.7ns | 45W1866 = 
FLUKE 190-502/AM 500MHz 5GSPS 10kpts | 0.7ns | 45W1867 = 
Channels: 4 Channel 
FLUKE-190-104/AM 100MHz 1.25GSPS 10kpts | 3.5ns | 2070487 = 
FLUKE-190-104/AM/S 100MHz 1.25GSPS 10kpts | 3.5ns | 2070488 — 
FLUKE-190-204/AM 200MHz 2.5GSPS 10kpts | 1.7ns | 2070489 oes 
FLUKE-190-204/AM/S 200MHz 2.5GSPS 10kpts | 1.7ns | 2070490 = 
FLUKE 190-504/AM 500MHz 5GSPS 10kpts | 0.7ns | 49X0369 aa 
FLUKE 190-504/S 500MHz 5GSPS 10kpts | 0.7ns | 49X0370 = 
PIM_48582 


GDS-300/200 SERIES HAND HELD 
OSCILLOSCOPES 


GW INSTEK 


Simply Reliable 


GDS-200 Series GDS-300 Series 


200/100/70MHz Handheld Oscilloscope 
2 Input Channels 


e Function, Replay Measurement Results Any Time 
e 

@ 1GSa/s Maximum Sample Rate 

e 

e 


® Temperature Measurement and Logging Function 

@ Built-In Engineering Calculator, SMD Resistance 
Coding, Color Coding Info, and Attenuator Calcula- 
tion Application Software 

© Optional Differential Probe to Achieve Isolation 
Effect 


Maximum 5M Memory Depth Per Channel 
7” 800 x 480 Full Touch Panel Capacitive LCD Mul- 
ti-Point Control, Landscape and Portrait Display 

@ Built-In 50,000 Counts DMM 

@ 30,000 Consecutive Waveform Records Logging 


GDS-200/300 series handheld oscilloscopes, the brand new concept compact digital oscilloscopes developed 
by GW Instek, introduce 7” capacitive full touch panel LCD which can be positioned in portrait and landscape 
display. The recharging-battery design makes the series easy to operate for field operations. The GDS-200/300 
series are applicable in laboratories, R&D, large electric system tests, power product tests, motor tests, solar 
power battery inspection and repair, and maintenance personnel who are always on field assignments. The 
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HAND HELD TEST EQUIPMENT 


HAND HELD OSCILLOSCOPES 


GDS-300/200 SERIES HAND HELD OSCILLOSCOPES (CONT.) 


@ Indicates RoHS Compliant 


HAND HELD 2-CHANNEL DSO OSCILLOSCOPES 


4 Find Datasheets Online 


TENMA 


GDS-200/300 series, with two analog signal input channels, have advanced and standard models which © True RMS digital multimeter 
come with 70MHz, 100MHz and 200MHz bandwidth. The maximum sample rate per channel is 1GSa/s and @ Advanced trigger functions 
memory depth is SMpts. GDS-300 series oscilloscopes are equipped with 50,000 counts DMM, and GDS-200 @ Adjustable trigger sensitivity 
5,000 counts DMM which can simultaneously measure and monitor A.C. and D.C. voltage and current, and © USB storage / auto measurement 
temperature. Trend plot in a long period of time can also be drawn that allows engineers to effectively monitor @ Replaceable Li-ion battery back-up 
standard electric parameters while measuring basic circuit signals. © 3.8” color TFT-LCD display 
Memory Rise Price Each 
Mfg. Part No. Bandwidth Sampling Rate Depth Time Stock No. 1+ 
Channels: 2 Channel 
GDS-207 70MHz 1GSPS 1Mpts Sns 398838 = 
GDS-307 70MHz 1GSPS 5Mpts Sns 39Y8847 = 
GDS-210 100MHz 1GSPS 1Mpts 3.5ns 3978841 a 
GDS-310 100MHz 1GSPS 5Mpts 3.5ns 398848 poe Memory Rise Price Each 
GDS-220 200MHz 1GSPS 1Mpts 1.75ns 39Y8844 = Mfg. PartNo. | Bandwidth | Sampling Rate Depth Time Stock No. 1+ 
GDS-320 200MHz 1GSPS 5Mpts 1.75ns 398849 ges Channels: 0+2 Channel 
PIM_5529532 72-8470 20MHz 100MSPS 6kpts 17.5ns 80R7546 361.54 
72-8474 100MHz 500MSPS 6kpts 3.5ns 80R7547 692.58 
U1600 SERIES HAND-HELD DIGITAL KEYSIGHT oY ’” 


OSCILLOSCOPES TECHNOLOGIES 
HANDHELD DIGITAL STORAGE OSCILLOSCOPES 
Power: 100 - 240V, 50/60Hz, 1.5A 

LCD size: diagonal 145mm (5.7") 

Continuity buzzer 

Diode 

Trend diagram 

Manual / Auto ranging 

@ Max. display: 5999 

High performance and precision equipment combines 
a full featured oscilloscope with the functions of a DMM 
in a portable handheld package. Rechargeable battery 
lasts up to 3 hours per charge for long lasting use. DMM 
function measures resistance, AC/DC voltage, AC/DC 
current, capacitance, continuity, and diode. 


TENMA 

= Spire ; 
Compliant 
Available 


U1602B 


U1610A U1620A 


@ Three-in-one solution: dual channel oscilloscope, @ Up to 125 000 points recording length 
true RMS DMM, and real-time data logger @ 22 automatic scope measurement functions 


@ Large 4.5” color LCD display @ Full remote control and data transfer via PC Link Memory Rise Price Each 
© Up to 40 MHz bandwidth with advanced triggering application software 4 7 - — =a 
© Up to 200 MSa/s sampling rate @ USB 2.0 full-speed interface connectivity Mfg. Part No. Bandwidth Sampling Rate Depth Time StochiNo: iby 
U1600 series hand-held digital oscilloscope has a 4.5-inch LCD color display, which helps to clearly distinguish Channels: 2 Channel 
waveforms between two channels. Users can use the Dual Waveform Math (DWM) and Fast Fourier Transform @ 72-9355 60MHz 250MSPS 512kpts | _5.8ns 5979198 - 
(FFT) functions in the U1604B model to perform quick waveform analysis in both time and frequency domains. @ 72-9360 400MHz 500MSPS 512kpts 3.5ns 59T9199 eS 
Not only do these instruments provide fully featured oscilloscope functions, but also a 6,000- count true RMS 
DMM with real-time data logger. The DMM measurement functions include a voltmeter (for DC voltage, AC © 72-9365 200MH2 IGSPS 512kpts 1.8ns pos 20) 2030 
voltage and true RMS AC + DC voltage measurements), an ohmmeter (for 2-wire resistance, capacitance, diode PIM_203978 
and continuity tests), and an auxiliary meter (for temperature, ampere measurement)*. /001 suffix indicates 
with USB Host. 
* additional accessories required and offered as optional TRMS Clamp-On Meters ® 
iy | ee PricoEach’ Models 203/205 cD AE M C 
Mfg. Part No. Bandwidth | Sampling Rate Depth Time Stock No. 1+ = INSTRUMENTS 
Channels: 2 Channel 
U1604B/001 40MHz 100MSPS 125kpts 8.8ns 55R2346 = 
@ U1610A 100MHz 1GSPS 60kpts 3.5ns 76T5096 4TT7.00 
@ U1620A 200MHz 2GSPS 1Mpts 1.75ns 7615097 5239.00 
PIM_211853 
THS3000 SERIES HANDHELD OSCILLOSCOPES . 
Key Performance Specifications Tektronix 
© 100MHz or 200MHz bandwidth models 7 
@ Max sample rates up to 5GS/s and 200ps resolution 
© 4 fully isolated and floating channels 203 205 
© GO0VRMS CAT Ill, 1000VRMS CAT II rated inputs Features: @ Leads are constructed with a flexible silicone 
(BNC to earth ground) @ UL94 VI flame retardant self-extinguishing material 
Measurement and Analysis © 6000-count blue electroluminescent backlit display Applications: 
© 21 automatic measurements @ Measures up to 1000VAC (1400V peak), 1400VDC_  @ Electrical maintenance and powerdistribution 
@ Waveform math and FFT spectral analysis and AC+DC with resolution to 10mV ® Safety lighting system maintenance 
@ Volts, time, frequency, watts cursor measurements @ Measures up to 600AAC and 900ADC © Automotive test troubleshooting 
Application Functions © Model 205 measures single- and three- phase ® AC or DC motor testing 
@ Measurement data logging with TrendPlotg power (real, reactive, and apparent) up to 600kW © Power plant troubleshooting 
@ Waveform pass/fail limit testing with resolution to 1W © Commercial, industrial residential & HVAC 
@ Automatic 100 display screens recorder @ Measures frequency to 20kHz with 0.1Hz troubleshooting 


Ease of Use Features 
© 6" (153mm) bright color display 


and storage space for 


a laptop PC. 


@ USB device and host support 
© 7 hours of continuous battery operation 
The optional travel kit (-TK suffix) version includes a hard-sided carry case for your instrument, accessories, 


resolution 


@ Auto selects AC or DC voltage measurement 
© True InRush® current measurement with 1ms 


capture 
© Jaw opening to 1.33” (34mm); IP54 Rated 


© Power panel, junction box and battery bank 
measuring 


@ Elect 


rical testing and troubleshooting on 


non-linear loads, such as adjustable speed drives 
and computers 


Memory | Rise Price Each The True RMS Clamp-On Meters Model 203 & 205 are safety rated at 600V CAT IV. They measure AC + DC 

Mfg. Part No. Bandwidth Sampling Rate Depth Time Stock No. 4+ volts and amps, frequency, continuity, resistance and can also perform diode checks. The Model 205 also 

Ch: Is: 4 Ch: 1 Isolated measures Power and Power Factor, phase rotation, and THD. An Adapter mode on the Model 203 allows 

anne: anne usa external sensor inputs to be displayed. The Model 203 includes temperature measurement and is supplied with 

@ THS3014 100MHz 2.5GSPS 10kpts 3.5ns_| 6378001 _ a K thermocouple probe. A Delta relative function allows new measurements to be compared to a reference 

THS3014-TK 400MHz 2.5GSPS 10kpts 3.5ns 6378002 aS value and a MIN/MAX function keeps track of these high and low values. The Model 205 also keeps track of 

peak + and peak — values. 

@THS3024 200M 5GSPS 10kpts Amos 6378003 = These meters are rugged enough for the most demanding work environments and their IP54 rating allows them 

THS3024-TK 200MHz 5GSPS 10kpts 1.7ns_| 6378004 _ to withstand both dust and water spray. Function selection can easily be performed with one hand, even with 
PIM_200683 a glove on. 


1378 Go online or call for non-compliant or &?ROHS Compliant products. See page 2 
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TRMS Clamp-On Meters (CONT.) 
Current Voltage Voltage Price Each 
Mfg. Part No. AC Max AC Max DC Max Stock No. ‘he 


AC/DC Current, AC/DC Voltage, Continuity, Diode, Frequency, Phase Angle, Power, 
Resistance, THD 


205 2kA 1kV 1kV TA4Y8776 375.00 
AC/DC Current, AC/DC Voltage, Continuity, Diode, Frequency, Resistance, Temperature 
203 2kA 1kV 1kV 74Y8775 = 
PIM_5715474 
AEMC CLAMP METERS 


AEMC’ 


INSTRUMENTS 


503 


565 


511 
670 
FOS 


CM605 
Mfg. Part Nos. 
Jaw Capacity: 
TRMS: 
Frequency on ACA: 
Frequency on ACV: 
Resistance: 
Zero Button: 
Data Hold: 
1mS Peak Function: 
Current Voltage Voltage Price Each 
Mfg. Part No. AC Max AC Max DC Max Stock No. 1+ 

AC/DC Current, AC/DC Voltage, Continuity, Diode, Frequency, Resistance 

514 1kA 750V 750V 80K0414 224.00 
AC/DC Current, AC/DC Voltage, Continuity, Frequency, Resistance 

503 400A 600V 600V 80K0400 = 
AC/DC Current, AC/DC Voltage, Continuity, Frequency, Resistance, Temperature 

675 1kA 999.9V 1.4kV 11R0539 es 
AC/DC Current, AC/DC Voltage, Continuity, Resistance 

CM605 100A 600V 600V 24R5868 209.00 
AC Current, AC/DC Voltage, Continuity, Diode, Frequency, Resistance 
e 511 1kA 750V 750V 80K0412 a 
AC Current, AC/DC Voltage, Continuity, Frequency, Resistance 

565 100A 600V 600V 80K0450 285.00 
AC Current, AC/DC Voltage, Continuity, Frequency, Resistance, Temperature 

670 1kA 999.9V 1.4kV 24R8363 = 


PIM_87933 


1.800.463.9275 © newark.com 
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CLAMP METERS 


a AMPROBE | 


MULTIMETER AND STANDARD DIGITAL 
CLAMP METERS 


ACD-10 PLUS / ACD-10 TRMS-PLUS 
© Safety CAT III 600V 
© Mfg. part nos. ACD-6 PRO and -6 TRMS-PRO 
accommodates conductors up to 1.77" (45mm) 
in diameter 
© Mfg. part nos. ACD-10 PLUS, and -10 TRMS- 
Mfg. part nos. ACD-10 PLUS, ACD-10 TRMS PLUS, ACD-20SW and ACD21SW include test leads, battery 
installed, soft carrying pouch, and user’s manual. Mfg. part no. AC40C includes users manual, carrying case 


and test leads. 
AC40C 


Mfg. Part No. 
400.0V, 600V 


ACD-6 PRO AC40C 
PLUS accommodates conductors up to 1.02” 
(26mm) in diameter 

© Mfg. part no. AC40C accomodoates conductors 
up to 1.0” (25.4mm) in diameter 


ACD-10 TRMS 
-PLUS 
4.000V, 40.00V, 
400.0V, 600V 
400.0mvV, 4.000V, 
40.00V, 400.0V, 
600V 
40.00A, 400.0A, 
600A 
400.0u0, 4.0000, 
40.000, 400.00, 
4.000MQ, 40.00MQ 


ACD-6 
PRO 


AC Voltage 


DC Voltage 


AC Current 40.00A, 400.0A 


Resistance 400.00, 4000 
4.000kQ, 
40.00kQ, 
400.0kQ, 
4.000MQ, 


40.00MQ 


Capacitance 500.0nF, 5.000F, 
50.00CF, 500.0uF, 


3000yF 


40Hz — 400Hz 
with Jaw, 


40Hz — 400Hz 
with Jaw, 


Frequency 


10Hz —100kHz 10Hz — 100kHz 
with test leads with test leads 
Current Voltage Voltage Price Each 
Mfg. Part No. AC Max AC Max DC Max Stock No. the 
AC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance 
ACD-10 PLUS 600A 600V 600V 71M1578 108.90 
ACD-10 TRMS-PLUS 600A 600V 600V 71M1579 _ 
AC Current, AC/DC Voltage, Continuity, Diode, Resistance 
ACD-6 PRO 1kA 600V 600V 02/0395 135.90 
AC Current, AC/DC Voltage, Continuity, Resistance 
AC40C 400A 600V 600V | 4771936 — 


PIM_85522 


MINI DC/AC CLAMP METERS 


EXTECH 


INSTRUMENTS 
A FLIR COMPANY 


WCE 


EXTECH 0092 


@ High resolution and accuracy @ Min/Max 
@ Large 4000 count LCD display @ Data hold and auto power off 
@ Fast 40 segment bargraph @ CAT III-300V 


@ One touch auto zero @ 4-year warranty 

True RMS models recommended for measurements where distortion may otherwise cause inaccuracies. Both 

come complete with wrist strap , carrying case and 2 AA batteries. Mfg. part no. 380942 also includes test leads. 
Mfg. Part No. 
380942 

DC Current 


Resolution Accuracy Overload 
(Yrdg+digits) 
0-4A, 0-30A +(0.2% + 3d) 


1mA, 10mA 40A DC, 


100A DC 


“$(1.5% + 5d)@50/60Hz, | 40A AC, 40A 
+(2.5% + 5d)@5O/60Hz, | AC, 100A 
+(2.0% + 5d)@50/60H2” AC 


+(1.0% + 2d) 100V DC 
+(2.0% + 5d) 800V AC 
Accuracy Overload 
(Yordg+digits) 
1% +2d 
1.5% +3d 


AC Current 0-400mA, 0-4A, 0-30A | 0.1mA, 1mA, 10mA 


DC Voltage 0-400V 0.1AV 
AC Voltage 


Mfg. Part No. 
380947 


DCA 40A/400A 
ACA True RMS 4A/40A/100A/400A 


Ranges Resolution 


10mA/100mA 


1mA/10mA/ 
100mA/100mA 


0.01-100Hz 


10kHz 0.5% +2d 


Frequency 
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CLAMP METERS 


FLUKE CLAMP METERS (CONT.) 


MINI DC/AC CLAMP METERS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


Current Voltage Voltage Price Each Continuity 
Mfg. Part No. AC Max AC Max DC Max Stock No. 1+ Hold 
AC/DC Current, AC/DC Voltage Backlight 
380942 30A 400V 400V 27K9635 425.99 Min/Max 
AC/DC Current, Frequenc' 5 
380947 4 ¥ 700A 27K9630 Current Voltage Voltage Price Each 
330.99 Mfg. Part No. AC Max AC Max DC Max Stock No. 1+ 
PIM_89514 ACIDC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance 
FLUKE-376 FC 1kA 1kV 1kV 70Y5558 571.50 
FLIR CM174 600A AC/DC CLAMP METER WITH ‘ FLUKE-375 FC 800A 1kV 1kV T0Y5557 511.20 
IGM™ F L | R AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Resistance 
FLUKE-374 FC 600A 1kV 1kV T0Y5556 450.90 
© Conquer cluttered wires and cables - IGM can © Laser and crosshair pinpoint the location of the AC/DC Current, AC/DC Voltage, Continuity, Frequency, Resistance 
quickly guide you in the right direction problem found in thermal image FLUKE-381 2.5kA 4kV 4kV 73R7392 745.20 
@ All-in-one tool - carry just one device and always @ Narrow jaw and built-in worklights help you access aT? rs 
have access to thermal imaging difficult locations with lighting issues ACIDE Current, AC/DC Voltage, Continuity, Resistance 
© Work safely — scan a panel or cabinet for hazards  @ Advanced electrical features: True RMS, LoZ, VFD FLUKE-365 200A 600V 600V 73R7387 304.20 
using IGM without direct contact Mode, Inrush, Smart Diode with Disable AC Current, AC/DC Voltage, Continuity, Resistance 
© Center-point temperature to confirm hot spot @ Expandable to 3000 Amps AC with FLIR flex = 
@ Amperage and voltage measurements to check accessories LUKE-373 800A 800V 800V T3R7388 286.20 
the load PIM_68964 
The FLIR CM174 Imaging 600A AC/DC Clamp Meter with IGM is the first clamp meter equipped with a built-in 
thermal imager that can quickly lead you to problems you can’t see with a standard clamp meter. Featuring 
Infrared Guided Measurement (IGM) technology, the CM174 visually guides you to the precise location of a FLUKE 320 SERIES CLAMP METERS FLUKE » 


potential electrical problem, identifying dangerous and unknown problem areas safely. Confirm your findings 
with accurate amperage and voltage measurements, and center-point temperature readings. The narrow jaw 
enables greater accessibility, and its compact form-factor fits easily into your back pocket - so you can have 
thermal imaging at your fingertips everywhere you go. The FLIR CM174 will quickly become your primary 
electrical troubleshooting tool. 


Current Voltage Voltage Price Each 
Mfg. Part No. AC Max AC Max DC Max Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance 
e CM174 600A AkV 1kV 66Y6839 —- 
PIM_5576012 
FLUKE CLAMP METERS FLUKE. 
FLUKE-365, 4 >. 
“ 
FLUKE-12500-18 
ONG 
FLUKE-381 


Fluke 365 Detachable Jaw Clamp Meter: 
Fluke 370 Series Clamp Meters: 


Fluke 381 Clamp Meter: 
Fluke 365 is a new, innovative Fluke clamp meter, offering a thin, small jaw design that makes it easy to get 
around tightly packed wires. The detachable jaw on a flexible lead makes access to wires and viewing the 


display easier than ever. The Fluke 365 measures DC and AC current up to 200A with basic DMM features (volt, 
ohms and continuity measurement) and true-rms measurement. 


Fluke i2500-18 and i2500-10 iFlex 
Flexible Current Probes: 


Fluke 370 series clamp meters offer improved performance perfect for a wide range of current measurement 
situations. All offer true-rms ac voltage and current measurements, and can measure up to up to 600V and 
600A; the Fluke 376 can read up to 1000V and 1000A. New iFLEX flexible current probe (included with Fluke 
376, optional with 374 and 375) expand the measurement range to 2500 AAC while providing increased display 
flexibility, flexibility to measure awkward sized conductors and improved wire access. Additionally, all 370 series 
clamp meters are CAT IV safety rated. 

Fluke 381 does everything you would expect from a clamp meter, and then lets you remove the display for even 
more flexibility. Now one technician can do jobs that used to require two people; clamp the Fluke 381 around a 
conductor, remove the display and walk across the room to operate controls or remove protective equipment, all 
while watching real-time readings. Also, new iFLEX flexible current probe (included) expand the measurement 
range to 2500 AAC while providing increased display flexibility, flexibility to measure awkward sized conductors 
and improved wire access. 

Fluke iFLEX flexible current probes expand the measurement range of the select Fluke meters to 2500 AAC 
while providing the ultimate measurement flexibility. The iFLEX probes connect directly to the clamp meter, 
displaying current measurements without error prone scaling factors. The large loop size and thin cross section 
allow measurement of awkward sized conductors and improved access in crowded spaces. Available in 10 in. 
and 18 in. sizes. 


FLUKE-365 | FLUKE-373 
200.0A 


FLUKE-374 
600.0A 


FLUKE-375 | FLUKE-376 | FLUKE-381 
1000.0A 


xX 


1000.0A 


600.0V 
600.0V 


600.0V 
(500mV) 


1000.0A 
(500mV) 


60000.00 
500.0Hz 


1000.0A 


6000.00 


1,000uF 
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Fluke-323 
(Fluke-324 and Fluke-325 only) 
@ Frequency measurement (Fluke-325 only) 
® CAT IV 300V / CAT III 600V 
@ Slim, ergonomic design 


Fluke-323 / Fluke-324 / Fluke-325 

@ 400AAC current measurement (AC and DC 
current, Fluke-325 only) 

@ 600V AC and DC voltage measurement 

@ Resistance measurement up to 40kO © Large, easy to read backlight display (Fluke-324 

© Temperature and capacitance measurement and Fluke-325 only) 

The Fluke 320 Series True-rms Clamp Meters are designed to perform in the toughest environments and 

provide accurate, reliable results users can trust to confidently diagnose problems. Certificate of calibration 

available; go online or call . 


Specifications 324 325 


AC Current 0-40A, 40-400A 
DC Current 0-40A, 40-400A 
AC Voltage 0-600V 
DC Voltage 
Resistance 0-400, 0-4kQ. 0-4000, 0-4kQ, 
0-40kQ 
Continuity <=300 
Capacitance 100uF to 1000uF 
Frequency 5Hz to 500Hz 
AC Response True RMS 
Backlig Yes 
Contact -10°C to 400°C / 14°F to 752°F 
Current Voltage Voltage Price Each 
Mfg. Part No. AC Max AC Max DC Max Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 
FLUKE-325 400A 600V 600V 8872549 373.50 
AC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Resistance, Temperature 
FLUKE-324 400A 600V 600V 8872548 255.60 
AC Current, AC/DC Voltage, Continuity, Resistance 
FLUKE-323 400A 600V 600V 8872547 178.20 
PIM_72229 
FLUKE 350 SERIES 
TRUE-RMS 2000A CLAMP aston 
METERS 
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FLUKE 350 SERIES 
TRUE-RMS 2000A CLAMP METERS (CONT.) 
© Reliably handle a wide range of high-current © Accurately measure frequency up to 1kHz for 
applications with 2000A ac + dc true-rms, 1400A optimum troubleshooting 
ac, and 2000A de © Quickly analyze readings using the MIN, MAX, and 
© 2.3 in. jaw capacity is suitable for large, or multiple AVG functions 
conductors © Large backlit display allows for easy visibility in 
@ |n-rush current measurement captures ‘power-on’ low-lit areas 


surge current with accuracy and repeatability high  @ Use display hold feature to capture readings even 
voltage measurement of 1000V ac + dc true-rms, when the display cannot be viewed 
600V ac, and 1000V dc allows users to perform @ Use the low-pass filter to smooth out noisy loads 
multiple tests with only one tool (355 only) and stabilize readings 
@ Resistance to 400kO coupled with a continuity © CAT IV 600 V, CAT III 1000 V rating for added 
beeper, provide the convenience of a multimeter user protection 
(355 only) 
Fluke 350 series clamp meters address the need for accurate high current measurements up to 2000A. Meters 


come complete with C43 soft carrying case, 6 AA batteries, and users manual. Mfg. part no. Fluke-355 also 
includes TL224 1.5 m silicone rubber test leads, TP2 test probes and AC285 alligator clips. Perfect for electrical 
contractors and industrial service technicians. 
Current Voltage Voltage Price Each 
Mfg. Part No. AC Max AC Max DC Max Stock No. ‘the 

AC/DC Current, AC/DC Voltage, Continuity, Frequency, Resistance 

FLUKE-353 2kA 600V 1kV 64M1119 1055.99 

FLUKE-355 2kA 600V 1kV 64M1120 1077.99 
PIM_103501 
FLUKE-360 AC LEAKAGE CURRENT as FLUKE. 


METER 


© Measures current from from 1mA to 60A with 1mA 
of resolution 

@ Durable clamp withstands over 50,000 operations 
— wide 1.5” jaw size 


@ “Display-Hold” button to capture readings in hard- 
to-reach places 

@ Auto power-Off with warning buzzer 

© Conforms to IEC1010 and EMC standards 

@ Dual display — 3200-count digital, 32-segments @ Meets safety standard VDE0404-4 and VDE0702 
LCD bargraph requirements 

Mfg. part no. FLUKE-360 AC leakage current clamp meter, designed for noninvasive checks of insulation 

condition, allows user to perform tests without powering down the installation or disconnecting equipment — 

saving time, without compromising on quality or safety. Unique jaw design eliminates the influence of adjacent 

current conductors, and minimizes the effects of external magnetic fields, even at low currents — perfect 

for performing accurate and reliable tests in todays crowded electrical environments. Uses one 3V Lithium 

button-cell battery. Meter comes complete with soft carrying pouch and multi-language user's manual. Overall 

dimensions: 6.9L x 2.8W x 1’H. 


Price Each 
Mfg. Part No. Stock No. 1+ 
FLUKE-368FC 98Y4128 800.10 
FLUKE-369FC 98Y4129 1023.99 
PIM_90373 
U1210 SERIES HAND-HELD CLAMP METERS KEYSIGHT 


TECHNOLOGIES 


© 1000A True RMS AC current measurement 
@ Small body and large jaw size up to 52mm 

@ One-hand operation 

© Peak-hold with in-rush current measurement 
@ Large backlight dual display 

© Temperature and capacitance measurement 


CMRR (Common Mode Rejection Ratio): 
@ U1211A and U1212A have CMRR specifications 
of more 60 dB at DC to 60 Hz in the ACV function; 
and more 80 dB at DC, 50 Hz and 60 Hz in the 
DCV function. 
@ U1213A has a CMRR specifications of more 60 dB 
@ Manual and auto-ranging for all measurements at DC to 60 Hz in the ACV function; and more 120 
@ CAT Ill 1000V and CAT IV 600V safety protection dB at DC, 50 Hz and 60 Hz in the DCV function. 
Measurements of electrical distribution cables can be challenging and risky. For cables up to two inches in 
diameter, the U1210 series handheld clamp meters enable high-current measurements without breaking the 
circuit up to 1000A for AC, DC or AC + DC. Unlike most clamp meters, they also include DMM capabilities 
resistance, capacitance, frequency and temperature to simplify troubleshooting during installation and 
maintenance. U1210 series handheld clamp meters provide convenience, versatility and the ability to handle 
big currents safely. Includes test leads, 19mm and 4mm probes, quick-start guide, certificate of calibration and 
soft carrying case. 
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HAND HELD TEST EQUIPMENT 


CLAMP METERS 


U1210 SERIES HAND-HELD CLAMP METERS (CONT.) 


Current Voltage Voltage Price Each 
Mfg. Part No. AC Max AC Max DC Max Stock No. 1+ 

AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 
e U1211A 1kA 1kV AkV 55R2351 517.00 
e U1212A 1kA 1kV AkV 55R2352 683.00 
e U1213A 1kA 1kV AkV 55R2353 725.00 
PIM_211846 
U1190 SERIES CLAMP METERS KEYSIGHT 


© Unique wire separator separates wires from a bundle TECHNOLOGIES 


@ Vsense performs non-contact voltage detection 
(except U1191A) 

@ Built-in LED flashlight illuminates test area (except 
U1191A) 

© Current measurement up to 600A (U1193A and 
U1194A only) 

© Digital multimeter (DMM) with Resistance, Capaci- 
tance (except U1191A), DCV, ACV, DCuA (U1194A 
only), ACuA (U1194A only) 

© Continuity and Diode test measurements 

© CAT Ill 600V/ CAT IV 300V safety rating 

With the U1190 Series handheld clamp meters are 

packed with a wealth of features to help you work more 

efficiently and more safely. Housed in robust cases, 

each model comes with an innovative wire separator 

that helps you isolate and measure individual wires in 

a bundle. The built-in LED flashlight illuminates your test 


area and Vsense performs non-contact voltage detection. The clamp meters are also certified with both CAT Ill 
600 V and CAT IV 300 V ratings to cover wider measurement categories. 
Current Voltage Voltage Price Each 
Mfg. Part No. AC Max AC Max DC Max Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 
e U1194A 600A 600V 600V 5511125 = 
AC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance 
U1192A 400A 600V 600V 5511123 = 
e U1193A 600A 600V 600V 5511124 — 
AC Current, AC/DC Voltage, Continuity, Resistance 
U1191A 400A 600V 600V 5511122 = 
PIM_211845 
DIGITAL CLAMP MULTIMETERS TENMA’ 
Features: 
@ 3999 count autoranging display RoHS 
@ 1” Clamp diameter Geeiinpian 
© Diode test Available 
© Continuity buzzer 
© Data hold 
@ Low battery indicator 
© Input Impedance for DCV: Around 10MQ 
Specifications: Range 
@ *TRMS AC voltage frequency: 40Hz - 400Hz 
@ *TRMS AC current frequency: 50Hz - 60Hz 
Digital Clamp Multimeter with Frequency Measurement 
is perfect for general purpose applications. Comes 
complete with zipper case, test leads, 9V battery and 
owners manual. 
72-7226 
Current Voltage Voltage Price Each 
Mfg. Part No. AC Max AC Max DC Max Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Frequency, Resistance, Temperature 
e 72-9480 ea 600V 600V 7674530 96.47 
AC/DC Current, AC/DC Voltage, Continuity, Diode, Frequency, Resistance 
e 72-9485 1kA 600V 600V 7614531 72.08 
72-7224 400A 600V 600V 45M5525 — 
72-7226 600A 600V 600V 45M5526 100.58 
AC/DC Current, AC/DC Voltage, Continuity, Diode, Resistance, Temperature 
72-7222 400A 600V 600V 01N4891 36.95 
AC Current, AC Voltage, Frequency 
e 72-9490 1kA 600V 7614532 169.15 


PIM_93047 


AM-500 DIGITAL MULTIMETER SERIES 


AM-500 


AM-510 AM-520 


AM-530 
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HAND HELD TEST EQUIPMENT 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


AM-500 DIGITAL MULTIMETER SERIES (CONT.) COMPACT MULTIMETERS WITH MAGNE-GRIP™ HOLSTER AND 

Features: @ Flame sensor (uA) C € @ VOLTECT™ (CONT.) 

° fanhcheh ae ee . up voltage, ; oo alias Includes MagneGrip™ Holster and Voltect™. The exclusive Magne-Grip™ holster wih magnetic hanging strap 

e Voltage up to 1000V AC/DC © Data hold frees both your hands for work, and Voltect™ , a non-contact voltage dector, allows the quick detection of 
e 


@ AC/DC current 
© Resistance 


AM-500 series multimeter types consist of AM-500 auto ranging, AM-510 commercial residential, AM-520 
HVAC, AM-530 electrical, AM-560 advanced HVAC and AM-570 industrial. 


Auto power off 


SECIFICATIONS 
Mfg. Part No. 
AC Voltage (V) 

DC Voltage (V) 
AC/DC Current (A) 


Resistance (MOhms) 
Temperature inputs 


LCD Counts 6000 
Safety Rated CAT IV 600V,CAT III 
1000V 
Current | Current | Voltage | Voltage | Display Price Each 
Mfg. PartNo. | AC Max | DC Max | ACMax | DC Max Count Stock No. 1+ 

AC/DC Current, AC/DC Voltage, Battery, Continuity, Diode, Resistance 

AM-500 10A 10A 600V 600V 2000 7815757 48.60 
ACIDC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance 

AM-510 10A 10A 600V 600V 4000 7875758 56.70 


AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance, 
Temperature 


AM-520 10A 10A 600V 600V 4000 | 7875759 80.10 

AM-530 10A 10A 600V 600V 4000 | 7875760 | 112.50 

AM-560 10A 10A 1KV 1KV 6000 | 88w3750 | 191.99 

AM-570 10A 10A 1KV 1KV 6000 | 88w3751 | 234.00 
PIM_203485 


33XR-A DIGITAL MULTIMETER WITH TEMPERATURE, 


dangerous AC voltages without probing. 
SPECIFICATIONS 
Mfg. Part No. 
DC Voltage 
AC Voltage 
DC / AC Current 
Resistance 
Capacitance 
Temperature 


200mV - 1000V (5 Ranges) 
200mV - 750V (5 Ranges) 
200A to 200mA 200pA to 2A 
200 Ohm to 20 MOhm | 200 Ohm to 2000 MOhm 


400mV - 1000V (5 Ranges) 
400mV - 750V (5 Ranges) 
400uA to 2A 
400 Ohm to 40 MOhm 
4nF - 400 pF 
20 to 1000°C, (-4 to 1832°C) 
4KHZ to 1MHz 


Current | Current | Voltage | Voltage | Display Price Each 
Mfg. PartNo. | ACMax | DCMax | ACMax | DC Max Count Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Battery, Continuity, Diode, Resistance 
SXP-A 200mA 200mA 750V 1kV 1999 29M6539 99.00 


AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance, 
Temperature 


35XP-A 2A 2A 750V 1kV 3999 29M6228 201.99 
AC/DC Current, AC/DC Voltage, Continuity, Diode, Resistance 
15XP-B 2A 2A 600V 600V 1999 41R3759 113.40 
PIM_79168 


CREDIT CARD SIZE AND PEN-STYLE DIGITAL 
MULTIMETERS 


CE 


FREQUENCY AND 
CAPACITANCE 


@ Frequency to 40MHz, Temperature to 1832°F, 


Capacitance to 4000yuF 
@ Input Warning Tone 


@ Peak Hold, Data Hold, Min./Max. and Rel 


© Continuity and Diode Test 


@ DC Volts Ranges: 400mvV, 4V, 40V, 400V, 1000V 
@ AC Volts (45Hz - 500Hz) Ranges: 400mV, 4V, 40V, 


400V, 750V 


e DC Current Ranges: 400yA, 4mA, 40mA, 300mA, 


®. 
CE 


40mA, 300mA, 10A 
@ Resistance Ranges: 4000, 40kO, 4MO 
© Capacitance Ranges: 4yF, 40yF, 400yF, 4000yuF 
© Temperature (Type K) Ranges: -20°C to +1000°C, 
-4°F to 1832°F 
@ Frequency Range: 4kHz, 40kHz, 400kHz, 4MHz, 


40MHz 


© CAT Ill 600V, CAT II 1000V Rated, CE 
e ULand cULus Listed 


10A 


© 3.5 Digit Display 

® Autoranging 

© Diode Test 

® Audible Continuity Test 


@ One-Hand Operation (Mfg. Part No. 
® Data Hold 
© UL Listed (Mfg. Part No. DM73C) 


DM73C) 


Mfg. part no. DM73C is a pen-style DMM that allows one-hand measuring in tight spots. It has 13 measurement 
ranges, and 0.5% basic VDC accuracy. DC ranges: 4/2V, 20V, 200V, 600V. AC ranges: 4/2V, 20V, 200V, 450V. 


Resistance ranges: 7/2000, 2K, 20K, 200K, 2MO, 20MO. Dimensions: 5.2H x 1.1W x 0.7’D (165 x 28 x 19). 
Includes batteries and three probe tips. Certificate of calibration available, go online or call . 
Voltage Voltage Display Price Each 

Mfg. Part No. AC Max DC Max Count Stock No. 1+ 
ACIDC Voltage, Continuity, Resistance 

DM73C 600V 600V 3400 | 29M4788 95.40 
PIM_5385 
Ma BENCH® HIGH-PERFORMANCE DIGITAL BK PRECISION 


@ One-Year Warranty 
@ AC Current (45Hz - 500Hz) Ranges: 400A, 4mA, 
3-3/4 digit LCD, 4000 count, 41 segment analog bargraph, low battery indication, auto power off. Dimensions: 
195 x 91 x 60mm ( 7.7 x 3.5 x 2.4”). Weight: approx. 426gr. (0.94 Ibs.) including battery. Shipped with test 
leads and detachable alligator clips (screw-on), 9V battery (installed), Magne-Grip™ holster with hanging strap, 


temperature adapter, type K thermocouple probe, spare fuse, and operating instructions. 
Current | Current | Voltage | Voltage | Display Price Each 
Mfg. PartNo. | ACMax | DC Max | AC Max | DC Max Count Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 
33XR-A 10A 10A 750V 1kV 3999 29M6226 194.40 
PIM_72226 


COMPACT MULTIMETERS WITH MAGNE-GRIP™ 
HOLSTER AND VOLTECT™ 


GCE 


5XP-A 


Features: 

© 2000-Count (Mfg. part nos. 15XP-B and 35XP-A) 
4000-Count Display (35XP-A) 

@ Voltect™, Non-Contact Voltage Detection, 70 to 
600VAC, 50Hz ~ 60Hz 

e AC/DC Voltage Measurements 

© AC/DC Current Measurements 


35XP-A 15XP-B 


© Resistance, Continuity, Diode Test 

© Capacitance, Temperature and Frequency (Mfg. 
part no. 35XP-A) 

@ Range Lock, Data Hold, Input Jack Warning Tone 
(Mfg. part no. 35XP-A) 

@ Logic Test (Mfg. part no. 15XP-B) 


© One-Year Warranty 
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USB390A. 


BK PRECISION BK PRECISION 


390A 392 


Features: 

© Resistance measurement 
© Frequency measurement 
® Diode check CATIII 1000 V, (all models) 
© Audible continuity CATIV 600 V, (392 & 393) 


High performance and value priced, the Test Bench® Series offers more features for the dollar than other 
multimeters. In addition to measuring voltage and current, the meters also measure capacitance, frequency and 
temperature, and include component test, diode test and logic indicator capabilities. A double injection molded 
case provides improved grip and protection for the meters. 
SPECIFICATIONS 
Mfg. Part No. 
True RMS 
DCV Accuracy 0.001 0.0008 
Display Count 4000 60000 
Bargraph xX x 
Ranging Manual Auto/Manual Auto/Manual 
Transistor Test x 
Logic Probe x 


AC/DC Voltage 400mV to 750V/400mV to | 200mV to 750V / 200mV to 1000V 
1000V 


All current ranges fused 
Auto power off 


e 
e 
© Ruggedized case 
e 


390A 393 
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HAND HELD TEST EQUIPMENT 


DIGITAL MULTIMETERS 


TEST BENCH® HIGH-PERFORMANCE DIGITAL MULTIMETERS (CONT.) EX400 SERIES MULTIMETERS WITH OR WITHOUT IR THERMOMETER 


Temperature Probe 
Min./Max. Peak Hold, Rel. Mode 


Data Hold 
Current | Current | Voltage | Voltage | Display Price Each 
Mfg. PartNo. | ACMax | DC Max | ACMax | DC Max Count Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance 
@ 388B 20A 20A 750V 1kV 4000 22C6856 165.00 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 
@ 390A 20A 20A 750V 1kV 4000 2206858 ae 
AC/DC Current, AC/DC Voltage, Capacitance, Frequency, Resistance, Temperature 
@ 393 20A 20A 750V 1kV 60000 39X0082 250.00 
AC/DC Current, AC/DC Voltage, Continuity, Diode, Frequency, Resistance 
© 391A 20A 20a | 750V [_4KV 20000 | 2206859 | 229.00 
PIM_5416 


500 SERIES INDUSTRIAL DIGITAL MULTIMETERS 

© CAT IV-600V safety rating 

© Datalogger with wireless PC interface (mfg. part no. 
EX540) 

@ Double molded for waterproof (IP67) protection 

@ Rugged design-drop proof to 6 feet 

@ Large backlit LCD with bar graph 

@ Diode open circuit voltage of 2.8V DC 

© Auto power off with disable feature 

e 

e 

e 

e 


EXT! 


INSTRUMENTS 
A FLIR COMPANY 


Min/Max/Relative/Data Hold 

Peak hold (mfg. part nos. EX530, EX540) 
True RMS (mfg. part nos. EX520, EX530) 
Three year warranty 


500 Series multimeters come complete with double molded test 
leads, magnetic hanging strap, Type K bead wire measuring 
probe (mfg. part nos. EX520, EX530), carrying case, and one 
QV battery. 


OCE 


(CONT.) 


CE® 


Current | Current | Voltage | Voltage | Display Price Each 
Mfg. PartNo. | AC Max | DC Max | AC Max | DC Max Count Stock No. ihe 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 
EX420 20A 20A 750V 1kV 4000 27K7563 Sane 
EX430 20A 20A 750V 1kV 4000 26K9251 = 
EX470 20A 20A 750V 1kV 4000 26K9253 = 
AC/DC Current, AC/DC Voltage, Continuity, Diode, Resistance, Temperature 
EX410 20A 20A 750V 1kV 2000 26K9249 —_ 
EX411 20A 20A 750V 1kV 2000 26K9250 —_ 
PIM_84538 


Imaging Multimeter - Handheld 
With IEM™ 


Features: 

@ AC/DC volts measurement is 1000V, AC / DC 
mvolt measurement is 600 mV 

@ 19,200 pixels (160x120) resolution FLIR 
imager 

@ 18 function DMM including VFD mode, true RMS, 
LoZ and NCV 

© View thermal and electrical / thermocouple 


hermal 


SFLIR 


to difficult locations with lighting issues 

@ Simple user interface and various thermal colour 
palettes to choose from iron, rainbow, greyscale 

@ Durable and drop tested 

© Auto power off, display size is 2.8”, dimension is 
200 mm x 95 mm x 49 mm 

© CAT Ill 1000 V, CAT IV 600 V safety protection 

@ Measures 50 Mohm resistance, 10 mF capac- 


SPECIFICATIONS measurements simultaneously itance, continuity and diode test, min/max/avg 
Mfg. Part No. EX520 EX530/ EX540 @ Built-in work lights and a laser pointer help access recording 
Basic Accuracy 0.09% 0.06% The DM284 from FLIR Systems is an imaging True RMS industrial multimeter with IGM™. It is a professional, 
DC Volt D.1mV to 1000V 0.0imv to 1000V all-in-one True RMS digital multimeter and thermal imager that can show exactly where an electrical problem is 
olage mw AAO to speed up troubleshooting. Featuring Infrared Guided Measurement (IGM™) technology powered by a built-in 
AC Voltage ‘imV to 1000V 160x120 FLIR thermal imager, the DM284 visually guides to the precise location of an electrical problem, helping 
DC/AC Current 0.1pA to 20A 0.01pA to 20A to pinpoint hot spots faster and more efficiently. |GM™ enables to scan panels, connectors and wires without 
Resistance 0.10 to 6OMO 0.010 to 40MO requiring any direct contact. So user can do job from a safe distance. Once find an issue with IGM™, the DM284 
- - - can verify and confirm findings with advanced contact measurement features to help solve the most complex 
Capacitance 0.01nF to 1000yF 0.001nF to 40mF electrical issues. Ideal for field electronics, commercial electric, light industrial, field service and HVAC work. 
—— a DOOIHEt —- sito Abie D001Hz to 100M, Current Current Voltage Voltage Price Each 
requency (electronic) -O01Hz to 40MHz - oti ta z Mfg. PartNo. | ACMax | DCMax | ACMax | DCMax | Stock No. 1+ 
Temperature (Type K) , 750 to 1382°F (-45 to 750°C) AC/DC Current, AC/DC Voltage, Capacitance, Diode, Frequency, Resistance, Temperature 
Duty Cycle 0.1 to 99.9% 0.1 to 99.90% DM284 10A 10A 1kV 1kV 9BY1645 = 
4 to 20mA - 0 to 125% 
Diode PIM_5705060 
Current | Current | Voltage | Voltage | Display Price Each 
Mfg. PartNo. | ACMax | DC Max | ACMax | DCMax | Count | Stock No. 1+ TERME MULTIMETERS 3 FLUKE = 
- — - Combines thermal imaging with a full featured multimeter 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature © 15 Measurement functions 
EX520 20A 20A 1kV 1kV 6000 85K2291 191.99 © Durable design with rubber holster for increased protection 
® 3.5” Colour LCD screen 
EX520-NIST 20A 20A 1kV 1kV 6000 99K5788 271.99 © 80x60 Image resolution 
EX530 20A 20A 1kV 1kV 40000 76K2567 233.99 © Continuity and diode test functions 
EX530-NIST 20A 20A 1kV 1kV 40000 99K5789 313.99 © Auto power off to save the battery 
@ Includes test leads, battery and charger 
EX840 20A 20A 1KV ‘kv __|_40000_RBSIRESSY = @ Safety rating: CAT Ill 1000V/ CAT IV 600V 
AC/DC Current, AC/DC Voltage, Continuity, Frequency, Resistance © Dimensions (HxWxD): 216x94x57mm 
EX510-NIST 20A 20A 1kV 1kV 6000 89K7415 = © Weight: 800g 
@ Fluke 279 FC with the iFlex flexible current probe 
Price Each © Fluke 279 FC/iFlex TRMS thermal multimeter kit 
Mfg. Part No. Stock No. 1+ Models: 279 FC & 279 FC/iFlex 
7 The 279 FC is a full featured digital multimeter with integrated 
Exo ESRIS26 28) thermal imaging enabling you to quickly find, validate and report electrical issues. It can be used to check hot 
PIM_91070 spots on high voltage equipment from a safe distance and report using the Fluke Connect functionality, allowing 


measurements to be taken wirelessly and displayed on your mobile phone using an app for easy reporting 
from the field. 


AC/ DC Voltage 
AC Current 
Resistance 
Frequency 


EX400 SERIES MULTIMETERS WITH OR WITHOUT IR 
THERMOMETER 


Features: 
@ Built-in non-contact IR thermometer (Models 
EX450, EX470) 


EXTECH 


INSTRUMENTS 
A FLIR COMPANY 


600mV to 1000V 
999.9A; 2500A (with iFlex) 
6000 to 50MO 
99.99Hz to 99.99kHz 


© Low current capability, measure down to 0.1HA Capacitance 1000nF to 9999uF 
@ Audible and visual input alerts 5 5 
@ Easy-to-read 1” digits on backlit display IR Camera Temperature =10°C to 200°C 
@ |R thermometer has 8:1 distance-to-target ratio, 5 
0.95 fixed emissivity 9 | Current | Voltage Voltage Display | Price Each 
© Diode and Continuity tests Mfg. Part No. AC Max | ACMax | DC Max Count Stock No. 1+ 
@ Max. Hold (Model EX450) AC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance, 
@ Relative mode (Models EX420, EX430, EX470) Temperature 
400 series multimeters come complete with CAT Ill test FLUKE-279FC 999.9A 4kV 41kV 10000 793754 = 
leads, multiposition tilt stand, Velcro® strip for hanging, 
protective holster with test lead holder, bead wire FLUKE 279 FC/IFLEX 2.5KA AKV 1K 10000 TON3I53. 1281.99 
temperature probe (except mfg. part no. EX450) and PIM_5573683 


QV battery. UL listed, CE compliant. 


EX470 


> CONTINUED > 


1.800.463.9275 © newark.com 
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HAND HELD TEST EQUIPMENT @ Indicates RoHS Compliant 4] Find Datasheets Online 


DIGITAL MULTIMETER 


FLUKE CONNECT 3000 FC SERIES TEST TOOLS FLUKE 287, 289 DIGITAL DATA LOGGING 


FLUKE» FLUKE > 
The new Fluke Connect system of test tools communicates with MULTIMETERS 
the new Fluke Connect mobile app on your Android™ or iOS smart 
device, allowing you to share live measurements, monitor readings 
from safe distances, and get your job done easier than ever before. 
The wireless digital multimeter functions as the mobile hub, displaying 
readings from up to three module tools simultaneously from up to 20 
meters away. The Fluke Connect modules also give you the flexibility 
to build your wireless test tool system how you want when you want. 
Now compatible with Fluke Connect™ Mobile App. * In the 9999yF 
range for measurements to 1000uF, measurement accuracy is 1.2% 
=2. ** 400.0mA accuracy specified to 600mA overload. 
FLUKE 289 
Features: @ Multi lingual interface 
@ 50,000 count 1/4 VGA dot matrix display with @ Internal memory allows stand-alone logging up 
white backlight to 200 hours 
@ True-RMS for accurate measurements on @ Min/Max/Average with Time Stamp to record signal 
non-linear loads fluctuations 


DMM SPECIFICATIONS 


© Trendcapture plots measurements as single line to 
help detect anomalies 
© LoZ: low input impedance prevents false readings 


© Compatible with optional magnetic hanger (Tool- 
Pak) for hands free operation 
© Optical RS232, USB communication interface 


AC/DC Voltage 600mV / BV / 60 / 6OOV / 1000V due to “ghost voltage” (Model 289) © CAT Ill 1000 V/ CAT IV 600 V safety rated 
Resistance 6000 / 6kO / 60kO / 600kO / 50MQ @ 50 Ohm Range for motor winding and low ohm Capabilites 
Diode Test nv measurements (Model 289) @ Measures up to 1000V AC and DC 
Capacitance 1000nF / 10uF / 100uF / 9999uF* ® Soft keys and navigation control provide access to © Current measurement 20A (30 seconds momen- 
= secondary functions tary; 10A continuous) 
ACIDC Current 60mA / 400mA\ © Saved measurements allows the user toname and  10,000uUF capacitance range 
Frequency 99.99Hz / 999.9Hz / 9.999kHz / 99.99kHz recall measurements made in the field @ Frequency to 999.99kHz 
= @ Field upgradeable and expandable meter asnew — @ Build in thermometer -200°C to +1350°C (-328°F 
Current | Current | Voltage | Voltage | Display | Price Each capabilities added to +2462°F) 
Mfg. Part No. AC Max | DC Max | AC Max | DC Max | Count | Stock No. 1+ © Record events and trends, and display as a graph  @ Continuity/Conductance/Capacitance 
AC/DC Current, AC/DC Voltage, Battery, Capacitance, Continuity, Diode, Frequency, on the meter without downloading to a PC @ Resistance and continuity : 
Resistance Current | Current | Voltage | Voltage | Display | Price Each 
FLK-3000 FC 400mA | 400mA 1kV 1kV 47X3332 342.00 Mfg. Part No. AC Max | DC Max | AC Max | DC Max | Count | Stock No. tke 
AC Voltage FLUKE-289/FVF 10A 10A 1kV 1kV 50000 | 54M4559 | 1051.99 
FLK-V3000 FC | AkV 6000 47X3327 228.60 AC/DC Current, AC/DC Voltage, Capacitance, Frequency, Resistance, Temperature 
DC Voltage FLUKE-287 10A 10A 1kV 1kV 12000 | 429904 662.40 
FLK-V3001 FC = a | a 1kV 6000 47X3329 228.60 FLUKE-289 10A 10A 1kV 1kV 12000 | 42M9905 787.50 
PIM_208323 PIM_94360 
FLUKE-233 TRUE-RMS, WIRELESS REMOTE DISPLAY FLUKE. Kits 
DIGITAL MULTIMETER GSE 
Pas ac velbsnGanaearenk Mfg. Part No. Contents Stock No. 1+ 
© Measure up to ion AC and DC FLUKE 287/FVF | Fluke-287 True-RMS Electronics Logging Multimeter, | 34P0650 982.99 
© Measure up to 10A (20A for 30 seconds) FlukeView forms software and cable, 80BK-A thermocouple 
© 10,000uF capacitance range probe, modular test leads and probes, alligator clips and soft 
© Frequency to 50kHz Case 
© Built-in thermometer conveniently takes C € @ FLUKE-289/FVF | Fluke 289 Digital Multimeter, test leads, alligator clips,set] 54M4559 | 1051.99 
temperature readings without having to carry a test probe caps & amp jack plugs, 80BK temperature probe, 
separate instrument TPAK magnet hanger, FlukeView forms software and cable, 
@ Resistance, continuity and diode test soft case 
@ Min/Max and average recording to capture PIM 5590732 
variations automatically a 
Features: 
® Wireless technology allows display to be FLUKE 287 FLUKEVIEW FORMS COMBO KIT 
FLUKE > 


carried up to 30-ft. away from point of 
measurement 

@ Removable magnetic display can be conven- 
iently mounted where it is easily seen 

© No need to hold meter to make or read measure- 
ments, improving visual focus on probes 

© Low-power 802.15.4 wireless technology does not 
interfere with measurement accuracy 

@ Use as a conventional multimeter when display 
is connected 

@ Auto power off maximizes battery life 


@ Radio transmitter automatically turns off when 
display is connected to meter 

© Test continuity and diodes 

@ Easy-to-read display with large digits and bright 
backlight 

@ Battery life approximately 200-hours 

@ Three-year manufacturer's warranty 

© Made in the U.S.A. 

© CSA certified, CE compliant 

FLUKE-233 true-rms, remote display digital multimeter allows the operator to be in two places at once. The 

removable display solves the problems of holding both the meter and the test leads to make a measurement. 

FLUKE-233 is designed for making measurements in hard-to-reach places, and in machines or panels that 

are physically separated from a limit switch or an isolator switch. Ideal for working in areas where the operator 

can't be close to the active measurement point, like clean-rooms or hazardous areas. Comes complete with 

test leads, alligator clips, temperature probe, batteries, user's manual and three-year manufacturer's warranty. 


SPECIFICATIONS AT A GLANCE 


Combo Kit Includes: 
@ Fluke-287 True-rms Electronic Logging Multimeter 


© CAT Ill 1000V 10A modular test leads (red, black) 
© CAT Ill 1000V 10A modular test probes (red, black) 


with TrendCapture ® CAT II 300V 5A alligator clips (red, black) 

Mfg. Part No. FLUKE-233 @ FlukeView® forms software and cable © C280 soft case for meter protection and accessory 
Counts: 6000 © 80BK-A thermocouple probe storage 

Voltage: 0.1mV to 1000V AC/DC Fluke 287 and FlukeView® forms combo kit with built-in data logger and TrendCapture capability, helps track 

- ; down elusive, intermittent problems or monitor equipment with any of its functions. With FlukeView Forms 
Current: 0.1mA to 10A AC/DC software document, store and analyze individual readings or series of measurements, overlay logged data 
Resistance: 0.10 to 40MO to find cause and effect relationships, or turn your data into meaningful graphs and tables for a professional 
Capacitance: ‘nF to 9999uF report. Designed for professionals involved in the R & D, maintenance, manufacture and design of electronic 
Frequency: 0.1Hz to 50kHz circuits or systems. - 
Functions: Min/Max/Average, Hold, Auto, Manual Range, Continuity/Diode | Price Each 
Temperature: “40°C to +400°C Mfg. Part No. Contents Stock No. 1+ 
Power: 5 AA Batteries for 200-Hrs. of Battery Li FLUKE 287/FVF | Fluke-287 True-RMS Electronics Logging Multimeter,} 34P0650 | 982.99 
eer . slants See FlukeView forms software and cable, 80BK-A thermocouple 
Wireless Frequency: 2.4GHz probe, modular test leads and probes, alligator clips and soft 
Safety Rating: CAT Ill 1000V, CAT IV 600V case 
Current | Current | Voltage | Voltage | Display Price Each FIMLITI21 
Mfg. PartNo. | AC Max | DC Max | AC Max | DC Max Count Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Frequency, Resistance, Temperature 
FLUKE-233 10A 10A 1kV 1kV 9999 10R6966 439.20 

PIM_148702 
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FLUKE-27-Il AND FLUKE-28-II RUGGED, WATERPROOF, 


FULLY-SUBMERSIBLE DIGITAL MULTIMETERS FLUKE + 


FLUKE-27-II 


FLUKE-28-II FLUKE-28-IIEX 


Designed to withstand 3 meter drop 
Hi-resolution, easy-to-read display with large 
digits and bright, two-level backlight for increased 


Measures: 
@ Measure up to 1000V AC and DC (Ex zones 
require reduced measurements) 


@ Measure up to 10A (27-II & 28-II 20A for 30 visibility 
seconds) © Backlit keypad buttons allows for easy visibility in 
@ 10,000yF capacitance range low-lit areas 
@ Frequency to 200kHz @ Reversible holster for added protection when 
@ Extended AC voltage bandwidth - 15Hz to 20khz not in use 
(28 Il),40 Hz to 30 kHz (27 Il) @ Improved sleep mode for long battery life 
© Built-in thermometer conveniently takes temper- © Relative mode to remove test lead resistance from 
ature readings without having to carry a separate low ohms measurements 
instrument (28 Il) @ Auto and manual ranging for maximum flexibility 
@ Resistance, continuity and diode test @ MSHA approved for hazardous areas (27-II & 28-II) 
@ Min/Max/AVG and Peak recording to capture © Limited lifetime manufacturer's warranty (27-II 
variations automatically & 28-ll) 
Features: @ Made in the U.S.A.(27-Il & 28-Il) 


@ |P67 waterproof and dustproof protection, impervi- © CSAcertified, CE compliant 
ous to the harsh environments 
FLUKE-27-Il and FLUKE-28-II fully-submersible digital multimeters are ruggedly built to work in the toughest 
environments. These two industrial multimeters define a new standard for operating in harsh conditions with 
the features and accuracy to troubleshoot most electrical problems. Both meters have IP-67 (waterproof and 
dustproof) rating, MSHA approvals, an extended operating temperature range of -15° C to + 55°C (5°F to 
131°F) and 95% humidity, and are shock/vibration-resistant to withstand a 3-meter (10-ft.) drop to concrete. Both 
meters can withstand hazardous 8000 volt spikes caused by load switching and faults on industrial circuits and 
comply with second edition IEC and ANSI electrical safety standards. Mfg. part no. FLUKE-28-II also features 
hi-resolution 20,000 count display mode and true-rms AC voltage and current for accurate measurements on 
non linear signals. Plus it has a unique function for accurate voltage and frequency measurements on adjustable 
speed motor drives and other electrically noisy equipment. Both models come complete with holster, test leads, 
alligator clips, batteries and user's manual. Mfg. part no. FLUKE-28-IIEx can be used in IC (gas) Zone 1 and 2 
and IIIC (dust) Zone 21 and 22 areas. 


SPECIFICATIONS AT A GLANCE 


Mfg. Part No. FLUKE-27-lI FLUKE-28-lI FLUKE-28-Il Ex 
Response: Average True-rms 
Counts: 6000 6000 / 19,999 
Voltage: 0.1mV to 1000V AC/DC 
Current: 0.1pA to 10AAC/DC 
Resistance: 0.10 to 50 MQ 
Capacitance: inF to 9999uF 10nF to 9999yuF 
Frequency: 0.5Hz to 199.99kHz 
Functions: Min/Max/Average, Hold, Auto, Manual Range, Continuity / 
Diode 
Temperature: -200°C to +1090°C 
Low Pass Filter (Measurements on VSD's): Yes 
Safety Rating: CAT Ill 1000V, CAT IV 600V 
Ex Certification: IECEx Ex ia IC T4 
Gb, Ex ia IIIC T130 
°C Db, Exial Ma 
Current | Current | Voltage | Voltage | Display Price Each 
Mfg. Part No. AC Max | DC Max | AC Max | DC Max | Count | Stock No. ihe 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 
FLUKE-27-II 10A 10A 1kV 1kV 20000 | 10R6967 588.60 
FLUKE-28-II 10A 10A 1kV 1kV 20000 | 10R6968 612.00 
FLUKE-28IIEX/ETL 10A 10A 1kV 1kV 20000 | 47W0383 | 2240.99 
PIM_148703 


Custom Panel Meters 


Choose your own colors, text, and 
company logo 


Custom scale, range and pointer types 


Analog/Digital Meters, Sensors, 
Controllers and more 


Call 800 859 1257 


Email panelmeters@newark.com 


PIM_5624804 


1.800.463.9275 © newark.com 


HAND HELD TEST EQUIPMENT 


DIGITAL MULTIMETERS 


FLUKE-80 SERIES V INDUSTRIAL MULTIMETERS 


Features: 

@ Unique Function for Accurate Voltage and 
Frequency Measurements on Adjustable Speed 
Motor Drives and Other Electrically Noisy 
Equipment (FLUKE-87-V) 

© Optional Magnetic Hanger for Hands-Free Setup 
and Viewing 

@ Large Display Digits and 2-Level Bright White 
Backlight for Increased Visibility 

@ Withstands Hazardous 8,000 Volt Spikes 
Caused by Load Switching and Faults on 
Industrial Circuits 

© Complies with Second Edition IEC and ANSI 
Electrical Safety Standards 

@ Improved Sleep Mode for Long Battery Life 

© Relative Mode to Remove Test Lead Resistance 
for Low Ohms Measurements 

@ Auto and Manual Ranging for Maximum 
Flexibility 

@ Meets 1000V CAT Ill and 600V CAT IV Safety 
Standards (IEC 1010-1) 

@ ULlisted, CSA certified, CE compliant, VDE 


FLUKE » 


@ 10,000uF Capacitance Range 
@ Frequency to 200kHz and % Duty Cycle 
@ True-rms AC Voltage and Current for 
Accurate Measurements on Non Linear Signals 


approved, TUV approved (FLUKE-87-5) 
© Recommended accessories: C35 Case, TLK-220 © Built-in Thermometer (FLUKE-87-5); Thermocou- 
Test Lead Set, i400 Current Clamp ple Included ; 
Capabilities: @ Peak Capture to Record Transients as Fast as 250 
© Measure up to 1000V AC and DC Us (FLUKE-87-5) 
© Measure up to 10A (20A for 30 seconds) @ 4-1/2 Digit Mode (FLUKE-87-5) 
FLUKE-80 series V has improved measurement functions, troubleshooting features, resolution and accuracy 
to solve more problems in electronics, plant automation, power distribution, and electro-mechanical equipment. 
Current | Current | Voltage | Voltage | Display Price Each 
Mfg. Part No. AC Max | DC Max | AC Max | DC Max Count Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance 
FLUKE-77-4 10A | 10A 1kV 1kV 6000 18M4542 369.90 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 
FLUKE-83-5 10A 10A 1kV 1kV 6000 96H6286 414.90 
FLUKE-87-5 10A 10A 1kV 1kV 19999 96H6287 469.80 
PIM_78246 
FLUKE 88 SERIES V DELUXE AUTOMOTIVE MULTIMETER FLUKE. 


Kit 


@ 0.1% DC accuracy 
© Current measurements up to 10A, 20A for up 


© Access door for fast battery changes without 
opening up the case 


to 30 sec @ “Classic” design that fits your hand with new 

® Millisecond pulse width measurements for fuel removable holster, built-in test lead and probe 
injectors storage 

© Optional magnetic hanger allows meter to attach @ 10Mohm input impedance won't damage computer 
to the vehicle circuits 


@ Min/Max/Avg recording with Min/Max Alert to 
capture variations automatically 


© Limited lifetime warranty 
Mfg.part no. FLUKE-88-5/A Kit Includes: 


@ Peak Min/Max to record transients as fast as @ 88V Multimeter 
250us @ 1L224 silicone test leads 

@ Relative mode to remove test lead resistance from  @ AC285 long reach alligator clips 
low ohms measurements @ TP220 test probes 

@ Auto and manual ranging @ RPM 80 inductive RPM 

® Autohold™ to capture stable readings with only @ TPAK ToolPak™ Magnetic Meter Hanging Kit 
one touch of the leads © 80BK temperature probe two automotive back- 


© Large display digits and two-level bright white probe pins insulation piercing probe 


backlight © (C800 durable carrying case holster 
@ Analog bargraph to track changing or unstable © QV battery (installed) 
signals © Getting Started Manual 
© Input Alert provides audible warning against wrong + @ CD with detailed manual 
use of input jacks 
Current | Current | Voltage | Voltage | Display Price Each 
Mfg. Part No. AC Max | DC Max | AC Max | DC Max | Count | Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Continuity, Frequency, Resistance, Temperature 
FLUKE-88-5 10A 10A 1kV 1kV 20000 73K8007 521.10 
FLUKE-88-5/A 10A 10A 1kV 1kV 20000 73J7956 729.00 
PIM_83702 
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HAND HELD TEST EQUIPMENT 
DIGITAL MULTIMETERS 


87V/E INDUSTRIAL COMBO KIT 

Kit Contents: 

© 87V Industrial Multimeter 

® 1.5m Silicone Leads Resist Heat 

@ Removable Probes with 4mm of Exposed Metal for 
Use on Industrial Circuits 

@ Retractable Long Reach Alligator Clips 

@ Magnetic Hanger to Position and Hold Meter to 
Steel Surfaces 

@ K-Type Temperature Probe 

@ Lightweight soft case to provide optimal protection 
and storage 

© Kit Offers a Solution for Maximum Productivity of 
Industrial Electricians 


FLUKE « 


Current | Current | Voltage | Voltage | Display Price Each 
Mfg. Part No. AC Max | DC Max | AC Max | DC Max | Count | Stock No. 1+ 


AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 


FLUKE-87-5/E2 KIT | _10A 10A 1KV ikv | 19999 | 126081 | 642.60 
PIM_78759 
FLUKE 110 SERIES DIGITAL MULTIMETERS FLUKE: 


@ VoltAlert™ technology non-contact voltage 
detection 
@ AutoVolt automatic AC/DC voltage selection 
© LoZ: low input impedance prevents false readings 
due to “ghost voltage” 
@ Large display and white LED backlight to work in 
poorly lit areas more effectively 
© CAT Ill 600V safety rated 
@ ULlisted, CSA certified, CE compliant, VDE 
approved, TUV approved 
110 series digital multimeters have features and 
functions professional electricians need to get 
their job done. Mfg. part no. Fluke-117 is the 
ideal DMM for demanding settings like commercial 
buildings, hospitals and schools. The compact 
design makes it easy to hold and use one-handed. 
Mfg. part no. Fluke-116 has a built-in thermometer 
and is specialized for HVAC applications including 
temperature and microamp measurements to quickly troubleshoot problems with HVAC equipment and flame 
sensors. Mfg. part no. Fluke-115 is designed for a wide variety of electrical and electronic testing applications. 
Mfg. part no. Fluke-113 is simple-to-use and has the features needed to repair most electrical problems Using 
the Fluke VCHEK™ LoZ low impedance measurement function, users can simultaneously test for voltage or 
continuity. All models compatible with mfg. part no. TPAK ToolPak™ magnetic hanger for hands-free operation; 
ordered separately below. These DMMs include mfg. part no. TL75 hard point test lead set, registration and 
manual. 


OXs 
CE 


FLUKE-117 


COMPARISON AT A 
GLANCE: 
Mfg. Part No. Fluke-117 |Fluke-116| Fluke-115 | Fluke-114 | Fluke-113 
AC/DC Voltage 600V 
AC/DC Current 10A Continuous 10A Continuous 
MicroAmps 
VoltAlert™ 
AutoVolts 
VCHEK™ 
LoZ 
Resistance 40MQ 
Temperature ie ° 
Capacitance nF to 9999UF 
Frequency 0.1Hz to 50kHz 
Continuity 
Current | Current | Voltage | Voltage | Display Price Each 
Mfg. PartNo. | AC Max | DC Max | AC Max | DC Max Count Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance 
FLUKE-115 20A 20A 600V 600V 6000 83K1718 240.30 
FLUKE-117 20A 20A 600V 600V 6000 | 83K1721 253.80 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Resistance, Temperature 
FLUKE-116 600A 600uA 600V 600V 6000 83K1719 237.60 
ACIDC Voltage, Capacitance, Continuity, Frequency, Resistance 
FLUKE-113 as ies 600V 600V 6000 | 94M 4662 158.40 
ACIDC Voltage, Continuity, Resistance 
FLUKE-114 600V 600V 6000 | 83K1717 195.30 
PIM_88089 


@ Indicates RoHS Compliant 


FLUKE-116/117 TRUE-RMS DIGITAL MULTIMETER AND 
FLUKE-323 CLAMP METER ELECTRICIAN’S COMBO KIT 


116 17 


Fluke 116 Digital Multimeter 

@ Fluke 116 HVAC Multimeter with Temperature and 

Microamps 

TL175 Hard Point Test Lead Set 

TPak ToolPak Magnetic Meter Hanging Strap 

Flexible Cuff Pipe Clamp Thermocouple 

80BK Integrated Temperature Probe 

80AK-A Thermocouple Adapter 

C115 Deluxe Soft Carrying Case with Shoulder 

Strap 

Fluke 117 Digital Multimeter 

® VoltAlert™ technology for non-contact voltage 
detection 

@ AutoVolt automatic ac/dc voltage selection 

@ Low input impedance: Helps prevent false readings 
due to ghost voltage 

@ Large white LED backlight to work in poorly lit 
areas 


4] Find Datasheets Online 


FLUKE; 


323 


© True-rms for accurate measurements on non-linear 
loads 

@ Measures 10 A (20 A overload for 30-seconds) 

@ Resistance, continuity, frequency and capacitance 

@ Min/Max/Average to record signal fluctuations 

® Compact ergonomic design for one-handed 
operation 

® CAT III 600 V safety rated 

Fluke 323 Clamp Meter 

© 400 A ac current measurement 

© 600 V ac and dc voltage measurement 

@ True-rms ac voltage and current for accurate 
measurements on non-linear signals 

@ Resistance measurement up to 40 kO with 
continuity detection 

© Slim, ergonomic design 

© CAT IV 300V/CAT III 600 V safety rating 


Price Each 
Mfg. Part No. Contents Stock No. 1+ 
HVAC Combo Kit - Includes 116 DMM and 323 Clamp Meter 
FLUKE-116/323 KIT | Fluke 323 True-rms Clamp Meter and Fluke 116 HVAC | 66W5426 | 395.99 
Multimeter test leads, soft case, and users manual 
Electricians Combo Kit - Includes 117 DMM and 323 Clamp Meter 
FLUKE-117/323 KIT | Fluke 117 Digital multimeter and Fluke 323 True-RMS | 66W5428 | 444.99 
clamp meter, test leads, soft case, and users manual 
PIM_88091 
J 
FLUKE-116/62MAX+ TECHNICIAN’S COMBO KIT FLUKE. 


116 


Fluke116 Digital Multimeter 

@ Fluke 116 HVAC Multimeter with Temperature and 
Microamps 

TL175 Hard Point Test Lead Set 

TPak ToolPak Magnetic Meter Hanging Strap 
Flexible Cuff Pipe Clamp Thermocouple 

80BK Integrated Temperature Probe 

80AK-A Thermocouple Adapter 

C115 Deluxe Soft Carrying Case with Shoulder 
Strap 


62 MAX+ 


Fluke 62 MAX+ Infrared Thermometer 

© Dust and water-resistant: IP54 rated 

® Rugged: 3-meter (9.8-foot) drop tested 

© Ergonomically designed: Completely redesigned 
for a more natural hand fit 

© Distance to spot: 12:1 

® Dual lasers: Identifies area to be measured 

© Large, backlit display: Makes data easier to read, 
even in dark areas 


For the complete solution to HVAC troubleshooting the extra value-packed HVAC Technician’s Combo Kit, 
provides the ability to troubleshoot and solve problems more efficiently by providing all the needed accessories 
an HVAC professional would need in a compact carry case. 


Price Each 
Mfg. Part No. Stock No. 1+ 
HVAC Technician’s Combo Kit 
FLUKE-116/62 MAX+ 66W5427 348.99 


PIM_88090 


Your 


DEVELOPMENT 
DISTRIBUTOR 


Supporting your journey at 
every stage 


PIM_5793904 
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FLUKE-170 SERIES DIGITAL MULTIMETERS 


@ Wide 1000 V measurement range 

@ True-rms voltage and current measurements 

© 6000 count resolution 

@ Digital display with analog bargraph and backlight 
(177, 179) 

@ Manual and automatic ranging 

@ Display Hold and Auto Hold 

@ Frequency and capacitance measurements 

@ Resistance, continuity and diode measurements 

© Temperature measurements (179) 

@ Min/Max/Avg recording 

e 

e 

e 

e 

e 


FLUKE » 


Easy battery exchange without opening the case 
Closed case calibration through front panel 
Ergonomic case with integrated protective holster 
EN61010-1 CAT III 1000 V, CAT IV 600 V 
Recommended accessories: C25 Case, TL71 Test 
Lead Kit, 1410 Current Clamp 
AC amps: 3mA to 10.00A (20A overload for 30 
seconds). DC amps: 0.01mA to 10.00A (20A overload for 30 seconds). AC voltage: 30mV to 1000V. DC voltage: 
0.1mV to 1000V. Resistance: 0.10 to 50.00MO. Capacitance: 1nF to 9999yF. Frequency voltage input: 2Hz to 
100kHz; current input: 2Hz to 30kHz. Temperature range: -40°F to +752°F (-40°C to +400°C). Includes test 
leads, battery and manual. FLUKE-179 also includes 80BK-A temperature probe. Certificate of calibration 
available on all models; go online or call. 


FLUKE-179 


Current | Current | Voltage | Voltage | Display Price Each 
Mfg. Part No. AC Max | DC Max | AC Max | DC Max | Count | Stock No. 1+ 


AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 


FLUKE-175ESFP | 140A 10A 1KV 1kV | 6000 | 25C4796 | 373.50 
FLUKE-177 ESFP | 140A 10A TRV tk | 6000 | 25C4800 | 382.50 
FLUKE-179ESFP_ | 10A 10A 1KV anv | 6000 | 25¢4804 | 422.10 
PIM_68973 
ELECTRONICS COMBO KIT a ee 


@ Fluke AC280 Hook Clips 
@ Fluke 80BK-A Integrated Temperature Probe 
Backlight @ Fluke C36 lightweight soft case to provide optimal 
@ Fluke TL224 Silicone Test Leads protection and storage 
@ Fluke TL910 Electronic Fine Point Test Probes with @ TPAK One Piece Magnetic Hanger 
Replacement Tips 
Full-featured DMM with advanced electronic troubleshooting functions plus probes and hooks for delicate 
electronic measurements all packed in a sleek, durable carrying case. Designed to meet the demands of the 
electronics professional. 


Combo Kit Includes: 
@ Fluke 179 True-rms Digital Multimeter with 


Price Each 
Mfg. Part No. Contents Stock No. 1+ 
FLUKE-179/EDA2 | Fluke-179 DMM, Electronic Test Probes, Type K Probe, | 31M7868 493.99 
Magnetic Meter Hanger, Hook Clips & Test Leads 
PIM_74088 
U1230 SERIES HANDHELD DIGITAL MULTIMETERS KEYSIGHT 


TECHNOLOGIES 


U1230 


U1177A 


@ True RMS, 6000 count display 

@ Built-in LED flashlight to illuminate test area 

@ Flashing backlight as additional visual alert during 
continuity tests in noisy environments 

@ Vsense to perform non-contact voltage detection 


Built for handheld users working in a poorly lit environment, the U1230 Series allows you to single-handedly 
illuminate your test area while making measurements with its easily activated built-in flashlight. Its ergonomic 
shape fits your hand, while the easily accessible rotary dial allows selection of measurement functions. The 
U1230 Series is built for continuity detection in dark and noisy environments. Its audible beep and flashing 
backlight display provides increased visual and audio alert to indicate continuity. The Vsense, a unique 
feature found in the U1233A model performs non-contact voltage detection. It delivers more safety while 
making measurements in dangerous working environments by avoiding any contact with hot or live wires. 


> CONTINUED > 


(mfg. part no. U1233A) 
@ Data logging capability (stores up to 10 readings) 
@ IR-to-USB connectivity to transfer data to PC 

for record 
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DIGITAL MULTIMETERS 


U1230 SERIES HANDHELD DIGITAL MULTIMETERS (CONT.) 


Upon detection of voltage, it produces a unique combination of beeping alert and blinking LED light to make 
measurements more efficiently - especially in a dark or noisy environment. 


U1232A 
600mV to 600V 
6000 to 6(0MO 
1000nF to 10mF 

60uA to 10A 


U1231A 


U1233A 


Voltage Measuring Range (AC/DC): 
Resistance Measuring Range: 
Capacitance Measuring Range: 
Current Measuring Range (AC/DC): 


Frequency Measuring Range: 99.99Hz to 99.99kHz 
Thermal Type: io 1372°C | -40°F to 2502°F) 

Current | Current | Voltage | Voltage | Display Price Each 

Mfg. PartNo. | ACMax | DCMax | AC Max | DC Max Count Stock No. the 

AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 
@ U1231A 10A 10A 600V 600V 6000 4873127 190.00 
@ U1232A 10A 10A 600V 600V 6000 4571552 259.00 
@ U1233A 10A 10A 600V 600V 6000 4776068 317.00 


PIM_211849 


U1240 SERIES HAND-HELD DIGITAL MULTIMETERS 
Both Models: 
10,000 count display 
0.09% basic DCV accuracy 
True RMS AC measurement 
Built-in switch counter, harmonic ratio 
Basic functions: ACV, DCV, ACI, DCI, resistance, frequency, 
diode, continuity test 
@ Advanced functions: capacitance, temperature, MINMAX 

recording 
@ Adjustable backlight with 2 intensity levels 
Mfg. Part No. U1242B Only: 
® Manual data logging 
© Dual/differential temperatures capabilities 
U1240 Series handheld digital multimeters enable you to check more 
with wider measurement ranges. They feature true RMS readings on 
their 10,000-count displays. The adjustable backlighting allows you to 
complete your jobs even in subdued lighting conditions, or to simply 
prolong battery life. Your maintenance tasks are greatly simplified 
due to the built-in switch counter, harmonic ratio, dual and differentia 
temperature capabilities, with just a press of the button. CAT III 1000 V and CAT IV 600 V safety protection and 
are certified to CE and CSA standards. Both DMM models come complete with test probe leads (19mm and 
4mm tips), quick-start guide, certificate of calibration, and four 1.5V AAA alkaline batteries. 
Mfg. part no. U1181A immersion probe measures temperature of food, oil, and other liquids within -50° to 
+700° range. Mfg. part no. U1182A industrial surface probe measures still surface temperature within -50° to 
+400° range.Mfg. part no. U1183A air probe measures dryer, transport pipe and surrounding air temperature 
within -50° to +800° range. Mfg. part no. U1583A AC current clamp extends current measurement range up 
to 400A. 


KEYSIGHT 


TECHNOLOGIES 


3 Aailent 12818 


Current | Current | Voltage | Voltage | Display Price Each 
Mfg. PartNo. | ACMax | DCMax | AC Max | DC Max Count Stock No. 1+ 
@ U1162A 53M4043 66.68 
@ U1163A 53M4044 66.68 
@ U1164A 53M4045 66.68 
U1169A 15R4086 75.22 
@U1181A 53M4046 181.00 
U1182A 53M4047 239.00 
U1183A 53M4048 175.00 
U1187A 77R3366 63.56 
@ U1583B Pe a ake _ is 55R2341 233.00 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 
U1241B 10A 10A 1kV 1kV 10000 55R2335 322.00 
U1242B 10A 10A 1kV 1kV 10000 55R2336 355.00 
PIM_211850 
U1240 SERIES HANDHELD DIGITAL MULTIMETERS KEYSIGHT 
TECHNOLOGIES 
10,000-count display © ZLOW, low impedance mode to eliminate false 


Up to 0.09% basic DCV accuracy 

Longer battery life up to 400 hours 

Certified to IP 67 for water and dust protection 
Tested to withstand a 3-meter (10-ft) drop 
CAT III 1000 V / CAT IV 600 V overvoltage 
protection 

@ Harmonic ratio (U1242C only) measurement 
to quickly identify the presence of harmonics in 
AC signals 


readings caused by stray voltages 

@ Vsense (U1242C only) for non-contact voltage 
detection 

© 11-12 differential temperature measurement 

© Built-in flashlight 

@ For Keysight Remote Link solution, add on optional 
U1117A Infrared (IR)-to-Bluetooth® adapter to get 
instant wireless Bluetooth connection 


> CONTINUED > 
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HAND HELD TEST EQUIPMENT 


DIGITAL MULTIMETERS 


U1240 SERIES HANDHELD DI ITAL MULTIMETERS (CONT. 


For technicians or industrial test engineers, their ultimate goal is to keep the ale line running seamlessly 
to prevent unplanned shutdown. The strong and solid U1240C Series handheld digital multimeters (DMMs) are 
the tools you need to work efficiently. Certified to IP 67 and capable to withstand up to 3-meter (10 feet) drop 
to suit harsh working environments, these durable DMMs can even work longer for you with up to 400 hours of 
battery life. Better yet, you can optimize productivity with the unique remote data logging functionality designed 
to work together smoothly. Perform test confidently and efficiently — everything you need to get the job done. 


Current | Current | Voltage | Voltage | Display Price Each 
Mfg. PartNo. | ACMax | DCMax | ACMax | DC Max Count Stock No. 1+ 


AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance, 
Temperature 


@ U1241C 10A 10A 1kV 1kV 10000 58Y5945 = 
@ U1242C 10A 10A 1kV 1kV 10000 58Y5946 461.00 
PIM_5573685 


U1250 SERIES HAND-HELD DIGITAL MULTIMETERS Ww KEYSIGHT 


TECHNOLOGIES 


U1251B 
All Models: © True-RMS AC and AC+DC measurements 


U1253B 


@ 50,000-count dual display 

© Up to 0.025% basic DCV accuracy 

@ Manual and automated (interval) data logging; 
internally to DMM and externally to PC 

© CAT Ill 1000 V and CAT IV 600 V safety protection © Superior contrast from organic LED (OLED) 

Mfg. Part Nos. U1252B & U1253B: display 


U1250 Series DM's are housed in robust overmold enclosures and operate over a wide temperature range 
of -20°C to +55°C. Mfg. part no. U1251B expands your capabilities beyond typical DMM measurements to 
include data logging. Record readings manually or at specified intervals when you connect to a PC with the 
optional IR-to-USB cable. Mfg. part no. U1252B starts with the same foundation, and then adds a 20- MHz 
frequency counter and programmable square-wave generator to perform more tests conveniently with one tool. 
Offering the same functionality as the U1252B, the U1253B provides organic LED display for crystal-clear 


@ K-type and J-type temperature measurements 
© Built-in 20MHz frequency counter 

© Built-in programmable square-wave generator 
Mfg. Part No. U1253B Only: 


viewing indoors, even in dark or off-angle situations. Each DMM also includes a 30 kA high energy fuse to further 
protect you against violent fuse failures during high-current measurements. 
Mfg. part no. U1161A extended test lead kit includes: extended test leads and extension test probes both 
rated 1000V/15A, medium alligator clips and 4mm banana plugs both rated 600V/10A. Mfg. part no. U1180A 
temperature probe thermocouple accessory kit (limits the temperature range to -20° to +200°C) includes: non- 
compensation transfer adapter, yellow K-type tip thermocouple and black J-type tip thermocouple. 
Current | Current | Voltage | Voltage | Display Price Each 
Mfg. Part No. AC Max | DC Max | AC Max | DC Max Count | Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Diode, Frequency, Resistance, Temperature 
@ U1251B 10A 10A 1kV 1kV 50000 55R2337 612.00 
@ U1252B 10A 10A 1kV 1kV 50000 55R2338 654.00 
U1252B-TAA 10A 10A 1kV 1kV 50000 77R1642 eas 
@ U1253B 10A 10A 1kV 1kV 50000 55R2339 721.00 
U1253B-TAA 10A 10A 1kV 1kV 50000 77R1643 = 
PIM_211851 
U1270 SERIES INDUSTRIAL HANDHELD DIGITAL KEYSIGHT 


MULTIMETERS 


TECHNOLOGIES 


U1271A/ U1272A 


U1273A/ U1273AX 


@ 30,000 count resolution with 0.05% DCV accuracy @ IR-to-USB connectivity for unlimited data logging 
© Fuse accessible through battery door © Water and dust resistance IP54 compliance 
@ Practical features to increase efficiency © Superior contrast from OLED display (U1273A) 
@ LPF, ZLow, Peak Detect, Qik-V and Smart O with 160 degrees viewing angle 
@ Flashing display alert and loud beep for continuity © © U1273AX operates in below freezing temps down 
checks to -40°C 
U1270 series handheld DMM's are water and dust resistant, which provide better protection against the harsh 
working conditions. The DMMs’ ergonomic design fit better in hands, ideal for engineers or technicians on the 
move. 
Current | Current | Voltage | Voltage | Display Price Each 
Mfg. PartNo. | AC Max | DC Max | ACMax | DC Max Count Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Frequency, Resistance, Temperature 
@U1271A 10A 10A 1kV 1kV 30000 84R8257 = 
@ U1272A 10A 10A 1kV 1kV 30000 84R8258 592.00 
@ U1273A 10A 10A 1kV 1kV 30000 5511126 633.00 
> CONTINUED > 
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U1270 SERIES INDUSTRIAL HANDHELD DIGITAL MULTIMETERS (CONT.) 


@ U1273AX 10A 10A 1kV 1KV 30000 | 43W5362 = 
PIM_211852 
U1280 SERIES HANDHELD DIGITAL MULTIMETERS KEYSIGHT 


Key features: 

60,000-count dual display 

Up to 0.025% basic DCV accuracy 

Longer battery life up to 800 hours 

Certified to IP 67 for water and dust protection 

Tested to withstand a 3-meter (10-ft) drop 

© CAT III 1000 V/ CAT IV 600 V overvoltage protection 

Special features (U1282A only): 

@ Vsense for non-contact voltage detection 

© Square wave output for generating pulse width 
modulation (PWM) signal 

© Frequency counter 

© Low pass filter 

@ For Keysight Remote Link solution, add on optional 
U1117A Infrared (IR)-to-Bluetooth® 

© adapter to get instant wireless Bluetooth 

U1280 Series comes with programmability capability that allows avid programmer to create computer programs 

to control the handheld DMM. The programmability of Keysight U1280 Series allows users to automate Keysight 

U1280 Series or even integrate into bigger test systems. 


TECHNOLOGIES 


connection 


Current | Current | Voltage | Voltage | Display Price Each 
Mfg. PartNo. | ACMax | DC Max | AC Max | DC Max Count Stock No. 1+ 

AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance, 

Temperature 


U1281A 10A 10A 1kV 1kV 60000 58Y5947 — 
U1282A 10A 10A 1kV 1kV 60000 58Y5948 768.00 
PIM_5575214 


PROFESSIONAL DIGITAL MULTIMETERS 


TENMA 


72-10415 
72-10405 72-10410 
@ Auto ranging @ Relative mode 
© Features Continuity, Duty Cycle, and Diode testing @ Auto power off 
© Backlit LCD (72-10405 and 72-10410) © Max/Min value (72-10405 and 72-10410) 
© Low battery indication © Peak value (72-10415) 
@ USB connectivity @ Includes battery, test leads, multi-purpose socket, 
@ Analog bar graph USB interface cable, PC software CD 
© Data hold © Temperature probe included with 72-10405 only 
© Input protection 
This meter is feature rich, impeccably accurate, and competitively priced to meet the needs of any technician 
or tradesman. 
72-10405 72-10410 72-10415 
DC Voltage 40mV to 1000V 60mV to 1000V 220mV to 1000V 
AC Voltage 40mV to 750V 60mV to 750V 220mV to 750V 
DC Current 400A to 10A 600A to 10A 200A to 10A 
AC Current 220A to 10A 
Resistance 4000 to 40MO 6000 to 60MQ 2200 to 220MO 
Capacitance 40nF to 4000yuF 22nF to 220mF 
Frequency 10Hz-10MHz 10Hz-220MHz 
Frequency Response 451400Hz 4513kHz 4511 0kHz 
Temperature -40°F11832°F (-40°C11000°C) a 
Current | Current | Voltage | Voltage | Display Price Each 
Mfg. PartNo. | ACMax | DCMax | ACMax | DC Max Count Stock No. 1+ 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance 
72-10410 10A 10A 750V 1kV 6000 26W7010 = 
72-10415 10A 10A 750V 1kV 22000 26W7011 aa 


AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance, 
Temperature 


72-10405 10A 10A 
PIM_212470 


750V 1kV 4000 26W7009 = 


Dev Kit HO 


Find the Newest Development Kits & 
Evaluation Boards from Top Suppliers 


newark.com/dev-kits 


PIM_5624787 
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LARGE DISPLAY DIGITAL MULTIMETERS (CONT.) 


AUTO-RANGING DIGITAL MULTIMETERS 


TENMA 


20A to 20A 20mA to 20A 
ACA 
Ohms 2kohm to 200Mohm 200ohm to 200Mohm 
Temperature -40°C to +1000°C 
2kHz to 20kHz 
Current | Current | Voltage | Voltage | Display Price Each 
Mfg. PartNo. | ACMax | DCMax | AC Max | DC Max Count Stock No. 1-4+ 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance, 
Temperature 
72-7725 20A 20A 750V | 1kV 1999 02J5539 55.93 
e Dinieaaeont titi # Botesinciided TETISS AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Resistance 
iode and continuity tests attery include: 
© Data hold © 1-year warranty 72-7720 20A 20A 750V | 1kV 1999 02J5538 = 
© Fused 10A range © Calibration is available on select units; go online PIM_190026 
@ Full icon display or call 
@ Low battery display 
New digital multimeters’ advanced designs use high-resolution A/D converters and microcontrollers. MODEL 160 COMPACT ANALOG VOM 3 
Performance, versatility, and safety are optimized for the most demanding applications. Compact, lightweight VOM with the same reliable ° 
Mfg. Part No. 72-7750 72-7755 performance of the Simpson 260. High immunity to 
voltage transients and RF interference. Self-shielding taut- 
band meter movement provides added shock resistance. 
5999 3999 More than 20 measuring ranges for DC voltage, AC 
600mV to 1000V 400mV to 1000V voltage, DC current, resistance and dB level. Includes 
AV to 750V batteries and test leads with probe tip. Carrying cases and 
GOmA to 10A Z00uA to 10A other accessories sold separately<REF=5837>. 
6000hm to 60Mohm 400ohm to 40Mohm 
6nF to 6mF 4nF to 40mF 
-40°C to +1000°C 
4kHz to 400MHz Voltage Voltage Current Price Each 
Price Each Mfg. Part No. Range AC Range DC Range DC Stock No. 1+ 
Current | Current | Voltage | Voltage | Display 
Mig. PartNo. | ACMax | DCMax | ACMax | DCMax | Count | Stock No. 142 12271 (160) 2.5V to 1000V | 250mV to 1000V | 50yNAto 500mA 62F1723 610.80 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance, PIM_6322 
Temperature 
72-7755 10A 10A 750V 1kV 3999 02J5544 = 260 SERIES ANALOG VOLTMETERS 
72-7750 10A 10A 1kV 1kV 5999 02J5543 97.29 4 ° 
PIM_83983 


POCKET DIGITAL MULTIMETERS 


Auto ranging 

3999 count display 

Data hold 

Auto power off 

Low battery indicator 

Relative mode 

Features duty cycle, diode, and continuity testing 
Pocket-sized multimeter is rich in features, and comes in 
a self-contained folding case. 


TENMA’ 


Based on the famous 260, the 260-6XLPM (Simpson Catalog Number12211) has extra features and extra 
ranges. The large viewing area with color-coded scales minimizes measurement mistakes and visual confusion. 
The 260-6XLPM allows accurate in-circuit tests without risk to components or without causing digital circuits to 
switch states. The durable ABS plastic case provides high-impact resistance and increased drop protection in the 


toughest environments. TI 
fusing in conjunction with 


he 260-8 features more 


attributes than its predecessors. Standard and high- energy 


diode network meter movement protection makes the 260-8 the best combination of 


quality and affordability. The 260-8P has an additional relay overload protection circuit that is resettable and 
also provides audible continuity checking. -RT suffix indicates roll top case. The 260-8Xi (Simpson Catalog 
SPECIFICATIONS 72-10395 Number 12395) has all of the circuit protection features and advantages for which the 260 Series is famous 
DC Voltage A00mV/4V/40V/600V and even more features than its predecessors. The yellow case color for enhanced visibility and user safety 
awareness is the trademark of the 260-8Xi. The durable ABS plastic case also provides high-impact resistance 
AC Voltage AViAOV/400V/600V and increased drop protection in the toughest environments. The 260-8XPi (Simpson Catalog Number12396) 
Resistance 4000/4k0/40kQ/400kO/4MO/40MQ includes a resettable overload protection circuit and audible continuity check. Safety is the major design feature 
Capacitance 4nF/40nF/400nF/4uF/40uF/200uF of the 260-9S/9SP (Simpson Catalog Number 12398, 12397) and the reputation, advantages and reliability of 
Frequeno 10Hzi10MHz Simpson test equipment is guaranteed. It is suitable for testing most commercial and industrial installations and 
a y is rated for Category III-600V applications. -SP suffix indicates protected with case. Carrying cases and other 
Voltage Voltage Display Price Each accessories ordered separately. 
Mfg. Part No. AC Max DC Max Count Stock No. 1-3+ Voltage Voltage Current Price Each 
ACIDC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance Mfg. Part No. Range AC Range DC Range DC | Stock No. ie 
72-10395 600V 600V 3999 26W7007 39.79 12398 OV to 600V 250mV to 600V OmAto10A | 21M6098 882.22 
PIM_212432 12397 OV to 600V 250mV to 600V OmAto10A | 48M1188 766.52 
12211 2.5V to 1000V | 250mV to 1000V OAto 5A 01B6875 789.84 
LARGE DISPLAY DIGITAL MULTIMETERS ® 12206(260-6XLM) 2.5V to 1000V | 250mV to 1000V 50yA to 5A 98F3358 695.59, 
© Diode test, continuity buzzer, data hold L, E-NMA 12396 2.5V to 1000V | 250mV to 1000V | S50uAto 10A | 50F3534 681.15 
© 59 x 25mm backlit LCD display 12389 (260-8RT) 2.5V to 1000V | 250mV to 1000V | S0uAto 10A 62F303 570.92 
: Shed para ett ee C € 12391 (260-8P) 2.5V to 1000V | 250mV to 1000V | S0uAto10A | 62F1191 584.59 
© Max display count 1999 ; 12388 (260-8) 2.5V to 1000V | 250mV to 1000V | S50uA to 10A 62F300 485.70 
© Include test leads, manual, test clips 12392 (260-8PRT) 2.5V to 1000V | 250mV to 1000V | 50yAto 10A 62F2270 667.62 
New digital multimeters’ advanced designs use high-resolution 42395 2.5V to 1000V | 250mV to 1000V | S50uAto 10A 50F3533 515.91 
AID converters and microcontrollers. Performance, versatility, 
and safety are optimized for the most demanding applications. For Use Price Each 
Mfg. Part No. Type With Stock No. 1+ 
00545 150-2 Amp-Clamp Adapter | Simpson 260-8, 260-8P 270-5 Analog | 62F2377 238.31 
VOMs 
PIM_5320 


Mfg. Part No. 
Ranging 

DCV 

ACV 


72-7720 
Auto 


72-7725 
Manual 


200mV to 
200mV to 750V 


1000V 


2V to 750V 
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ANALOG METER 


270-5 SERIES HIGH-ACCURACY VOM 


Extra-high accuracy VOM for applications requiring critical 
measurements: 1.25% f.s. DC volt accuracy, 2% f.s. AC 
volt accuracy. Large color-coded dial with mirrored scale to 
eliminate parallax errors. Self-shielding meter movement. 
More than 20 measuring ranges for DC voltage, AC 
voltage, DC current, resistance, and dB level. Also 
measures AC current with mfg. part no. 150-2 amp clamp 
accessory, order separately; go online or call. Both models 
include test leads with alligator clips, batteries, and manual. 
Mfg. part no. 270-5RT comes with roll-top case. Order 
other accessories separately; go online or call. 


Voltage Voltage Current Price Each 
Mfg. Part No. Range AC Range DC Range DC Stock No. 1+ 
12227 (270-5RT) 2.5V to 1000V | 250mV to 1000V | S0uAto10A | 16F2247 588.90 
12226 (270-5) 2.5V to 1000V | 250mV to 1000V | S0puAto 10A 62F380 512.12 
PIM_5321 


DELUXE ANALOG DISPLAY VOM 


Features: 

© Large three-color mirrored scale 

© Carry handle doubles as a stand 

© Continuity buzzer 

Specifications: Range 

DC voltage: 600mV, 3V, 12V, 60V, 300V, 1000V 

AC Voltage: 600mV, 3V, 12V, 60V, 300V, 1000V 

DC Current: 120uA, 3mA, 30mA, 300mA, 10A 
Resistance: x10, x1000, x1KO, x10KO 

Battery Test: 1.5V @ 300mA, 9V @ 30mA 

Continuity: Audible indication, less than 1000 

Input Impedance: 20KO/V (DC), 9KO/V (AC) 
Dimensions: 6.7” x 4.9” x 1.9” (H x W x D) 

Deluxe Analog Display VOM is perfect for educational 
purposes or in applications where unstable readings 
make digital displays inconvenient. Comes complete with test leads, instruction manual, one 9V battery and 
two AA batteries. 


TENMA 


Voltage Voltage Current Price Each 

Mfg. Part No. Range AC Range DC Range DC Stock No. 1+ 
72-8170 12V to 1000V 0.6V to 1000V 120UA to 10A 20M0354 27.45 

PIM_92286 

310 SERIES HAND-HELD ANALOG VOLTMETERS r ) 

@ High-Impact Thermoplastic Case AS TRIPLETT 

@ 5 AC/DC Voltage Ranges 

@ 4DC Current Ranges 

@ 4 Resistance Ranges to 20MO 

® Accuracy: +3% DC, +4% AC 

@ 3-Year Manufacturer's Warranty 

Mfg. part no. 3018 VOM measures up to 1200V AC/DC. 

Diode overload protection and fused ohm range. Includes 

42" leads, alligator clips, batteries and instructions. Mfg. 

part no. 3022 VOM is the same as mfg. part no. 3018 

except for higher AC volt sensitivity and measurement 

to 600V maximum. 

Voltage Voltage Current Price Each 

Mfg. Part No. Range AC Range DC Range DC Stock No. 1+ 
3022 3V to 600V 3V to 600V 0.6mA to 0.6A 29C2183 169.99 
3018 3V to 1200V 3V to 1200V 0.6mA to 0.6A 98B6042 142.48 

PIM_5354 


VOLTPROBE 440® AC VOLTAGE TESTER 


@ Rugged, Pocket-Sized Design 

© Completely Insulated-No Exposed Metal Parts 
® Voltage Range: 110-440VAC @ Identifies Faulty In-Line Switches 

@ Locates Breaks in Cables © Distinguishes Between Live/Neutral Wires 
Compact voltage tester works without interrupting service. Does not require current flow to operate. 2 AAA 
batteries included. 


® Detects Energized Circuits 
© Checks Circuit Breaker Functions 


Voltage Price Each 
Mfg. Part No. Display Range AC Stock No. 1+ 
vP440 Light 100V to 1000V 93F6370 43.99 
PIM_5309 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


VP50 NON-CONTACT VOLTAGE (NCV) DETECTOR 
+ FLASHLIGHT 


SFLIR 


@ Safe CAT IV-1000V rating and toolbox tough 
with rubber reinforced case and buttons, and a 
low-profile detection tip 

@ Vibration and red LED alarms alert users to the 
presence of voltage in noisy areas 

@ Versatile High/Low sensitivity modes detect 
voltage on industrial equipment and low-voltage 
installations 

@ Powerful LED worklight always at the ready to 

The FLIR VP50 CAT |V-rated NCV Detector is designed to reliably detect voltages on the latest tamperproof 

outlets and electrical systems installed. 


illuminate poorly lit locations 
@ Inspection light at the probe tip facilitates testing 
in dark areas 
@ Long run time capable with power saving Low 
Battery Indication and Auto Power Off 
@ Rugged double molded design 
@ Includes 2 AAA batteries, user manual and limited 
lifetime warranty 


Voltage Price Each 
Mfg. Part No. Range AC Stock No. 1+ 
VP50 24V to 1000V 17X0171 = 
PIM_212406 
FLUKE-T5-600 AND -1000 VOLTAGE/CONTINUITY/ FLUKE; 


CURRENT TESTERS 


T5-600 AND-1000 TESTERS 

© Compact Design with Probe Storage 

@ Automatically Measures Volts AC and Volts DC with 

Precise Digital Resolution | 
@ Resistance and Continuity Beeper 

@ Easy and Accurate OpenJaw™ Current Measurement 

to 100 Aac 

@ Available in 600V and 1000V Models 

© Mfg. part no. T5-600 meets 600 V CAT Ill safety 

standards (IEC 1010-1) 

© Mfg. part no. T5-1000 meets 1000 V CAT Ill, 600 V CAT 

IV safety standards (IEC 1010-1) 

@ ULlisted, CSA certified, CE compliant 

Troubleshoots a wider range of problems safer and faster 

than a traditional solenoid tester. T5 series voltage/ 
continuity/current testers provide a variety of measurements 
in one compact testing unit. Measure up to 100AAC current 
and 1000 ohm resistance. Mfg. part no. T5-600 measures 
AC or DC voltage to 600V. Mfg. part no. T5-1000 measures AC or DC voltage to 1000V. Includes 4mm 


detachable probes, instruction sheet, and 2-year manufacturer's warranty. Order leather carrying case, holster, 
or starter kit, that attaches to a belt and neatly stows test leads, separately below. 


OXs 
CE 


T5-1000 


Price Each 
Mfg. Part No. Stock No. 1+ 
75-600 USA 91F6069 159.99 
T5-1000 91F6070 199.99 
PIM_19028 
T5-H5-1AC VOLTAGE, CONTINUITY AND CURRENT FLUKE: 
TESTER KIT WITH HOLSTER 
Fluke T5-1000 Features: 
@ Automatically Measures Up to 1000VAC or DC 
@ Measures Up to 100.0AAC 
© Measures Resistance to 10000 
@ OpenJaw™ Technology Lets You Measure 
Current Without Breaking The Circuit 
Fluke VoltAlert™ Features: 
@ Easy To Use 
® Detects 90-1000VAC 
© Fits in Shirt Pocket For Convenience 
® Detects Voltage Without Metallic Contact @ Rugged Fabric Holster 
H5 Custom Holster ® Includes Flap for Lead Stoage 
© Designed for T5 Tester © Built-in Belt Loop 
Voltage Price Each 
Mfg. Part No. Display Range AC Stock No. 1+ 
T5-H5-1ACKIT/US. LED 90V to 1000V 02J7897 264.99 
PIM_79157 
LVD2 VOLT LIGHT NON-CONTACT AC VOLTAGE FLUKE. 
DETECTOR AND LED FLASHLIGHT 
© Dual Sensitivity 
© Ultra-bright LED light with 100,000 hour-life 
® Detects from 90 to 600V AC 
Mfg. part no. LVD2 non-contact AC voltage detector and LED flashlight 
are combined into one easy-to-use, pen-style design. Suitable for 
commercial and industrial applications. Dual levels of detection — blue 
indicates proximity (1" to 5") to AC voltage source and red indicates X 
when at the source. CAT IV 600V rated. Includes one AAA battery. 
Voltage Price Each 
Mfg. Part No. Display Range AC Stock No. 1+ 
LVD2 LED 90V to 600V 30M9568 53.99 
PIM_90367 
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NON-CONTACT AC VOLTAGE DETECTOR PEN 


ez 


© Beeper and flashing LED indicators 
@ Silent mode 

© 30 minute auto power-off included 

@ Voltage range: 90 ~ 1000VAC. © Overall length: 6” 

Auto ranging pocket tester provides audio and visual verification of the presence of high voltages. Simply hold 
the non-conductive plastic tip near AC outlets, wiring, power cords, or circuit breakers, and the unit will provide 
instant verification of the presence of voltage. 


TENMA 


@ Frequency range: 50 ~ 60Hz 
@ Power requirements: (2) “AAA” batteries, not 


Voltage Price Each 
Mfg. Part No. Range AC Stock No. 1-3+ 
72-750 90V to 1000V 50R4602 = 
PIM_191930 


NON-CONTACT HIGH-VOLTAGE DETECTOR 


AEM’ 


INSTRUMENTS 


© Detects 240V to 275kV in 8 ranges 

© Detection occurs safely 10 inches from source 
@ Audible and visual indication of live voltage 

@ Lightweight to minimize sway at the end of long 


and indicators are working properly 
Find cable faults and trace live wires 
Check grounding equipment 
Service neon lighting 


hot sticks Check high frequency radiation 
© Self-test position ensures that all system functions  @ Detect residual or induced voltages 
Mfg. part no. 275HVD detects high voltage without physical contact. An eight position rotary switch selects the 
detection range. As the sensor is moved closer to the voltage carrying conductor, its sensor head picks up the 
radiated electric field. Once the threshold is reached, the buzzer sounds and a bright red warning light warns the 
operator of live conductors. Mfg. part no. 275HVD can be used both in and out of doors. A universal spline on 
the back end facilitates attachment to any standard hot stick. Includes three standard Alkaline C cell batteries, 


HAND HELD TEST EQUIPMENT 
VOLTAGE TESTER 


T+ AND T+PRO ELECTRICAL TESTERS 


T+PRO 


Features: 
@ Uses 3 forms of AC/DC voltage detection: light, 


FLUKE «= 
T+PRO-1AC KIT 
@ Bright LED flashlight 
© GFCl trip @) @ 
sound and vibration © On/Off switchable beeper 
@ AC/DC voltage: 12 to 600V on LED bar, 10.2 to © Compliant with NFPA 70E recom- 
600V on LCD (T+PRO only) mendations 
© Replaceable, heavy-duty test leads @ ULlisted, CSA certified, CE 
© Continuity beeper compliant 
Safer than traditional solenoid testers, T+ and T+PRO electrical testers use all three voltage detection methods: 
light. sound and vibration, to work more efficiently in noisy environments, dimly lit areas or tight spaces. T+PRO 
is the perfect choice for demanding commercial and industrial applications, with its voltage and continuity 
measurement, a Rotary Field indicator, resistance to 9.99kO and a LCD digital display with 0.1V resolution 
and “hold” feature for easier viewing in hard-to-test areas. Basic electrical tester, T+ is ideal for residential 
electricians and HVAC techs who need a durable, reliable tool for testing voltage and continuity. All models 
include test leads and probes, test lead strap for managing leads, two AAA batteries and 2-year manufacturer’s 
warranty. 


Mfg. part no. T+PRO-1AC KIT also includes mfg. part no. FLUKE-1AC-II VoltAlerti pocket-sized, non-contact 
AC voltage detector. 


Mfg. part no. T5-Kit is a starter kit for use with the Fluke T5 electrical tester. Includes mfg. part no. TP220 
SureGrip test probes with removable comfort grips, mfg. part no. AC285 SureGrip large jaw alligator clips and 
mfg. part no. C33 zippered soft case. SureGrip! alligator clips are designed to improve steadiness in slippery 
hands. Blunt tip grabs round screw heads up to 9.5 mm. Includes one pair (red, black) of small, insulated, 
nickel plated jaws. 


a hard carrying case and a user manual. 


Voltage Price Each 
Mfg. Part No. Display Range AC Stock No. 1+ 
275HVD LED 80V to 275kV 79K2040 349.00 
PIM_88004 
AC VOLTAGE DETECTORS AMPROBE 
TIC 300 PRO TIC 410A 

Mfg. Part No. TIC 300 PRO Features: © Self-test verifies that tester works 
© Lower voltage setting for checking voltage properly 

presence in breaker panels, breakers, power @ Ergonomic design with a convenient 

outlets and wiring handle 


© Verifies presence of voltage from 30VAC to 
122,000VAC (122kV) 

@ Non-contact AC voltage detection 

@ Visual and audible voltage indication 


Mfg. part no. TIC 300 PRO warns against dangerous v 
122kV without contacting the energized conductor. Rug 


© Drop-proof to 6ft. 

Mfg. Part No. TIC 410A Features: 
© Up to 121kV 

@ 48" long 


oltages in low and medium voltage applications up to 
ged and reliable utility tool for checking transmission 


Mfg. part no. TP1 fiat blade design holds securely in blade type electrical wal 


black) of slender probe bodies. 


sockets. Includes one pair (red, 


Voltage Price Each 
Mfg. Part No. Display Range AC Stock No. 1+ 
T+PRO US LCD Color 10.2V to 600V 30M9570 139.99 
T+US LED 12V to 600V 30M9569 109.99 
Kit 
T+PRO-1AC KIT LCD Color 10.2V to 600V 30M9580 168.99 
PIM_90368 


UNDERGROUND CABLE AND PIPE LOCATORS 


CE 


AT-3500 


AT-3500 

@ Locates underground energized and de-energized 
wires, cables and pipes 

© Three testing modes for best accuracy (Passive 
power, Passive radio, Active T-3500 signal gener- 
ator with induction mode directly connected to the 
cable with test leads or optional clamp) 

© Active mode depth measurement up to 16’ (4.9m) 

® Semi-automatic gain control - fast signal location 


SPECIFICATIONS 


and control 

© 33kHz active frequency — best frequency for 
general locating 

@ Precise pinpointing of buried services and 
exceptionally fast sound and meter response with 
backlight multiple multiple-segment 

© Complete instrument, ready for use with receiver, 
transmitter, connection cable, ground stake and 
ground cable 


lines, power distribution equipment, down power lines, fuses, and load break connectors. Used with hot stick 
mfg. part no.Tic 410A for voltage higher than 1500VAC. 
Voltage Price Each 
Mfg. Part No. Range AC Stock No. 1+ 

TIC 300 PRO 30V to 122kV 54R8818 384.99 

TIC 410A 122kV 72M4735 235.99 
PIM_147138 
1.800.463.9275 © newark.com 


Model AT-3500 
Depth Measurement 16ft 
Passive Tracing Frequencies OHz / 60Hz 
Transmitter Frequency Single, Non-Adjustable 
Price Each 
Mfg. Part No. Depth Stock No. 1+ 
Cable 
AT-3500 16ft 51R6289 = 
PIM_203770 
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HAND HELD TEST EQUIPMENT 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


BATTERY ANALYZERS 


BATTERY AND BATTERY CAPACITY TESTERS AMPROBE 


CE 


BAT-500 


BAT-200 BAT-250 
BAT-500 Features 


“Easy-to-read color-coded display with “Good”,"Low" 
and “Replace/Recharge” indicators 
Works with standard and rechargeable Batteries 
Includes user manual” 


BAT-200 Features 


Easy-to-read color-coded display with “Good”,”Low" 
and “Replace/Recharge” indicators 
Works with standard and rechargeable Batteries 
Includes user manual 


BAT-250 Features 


Quickly indicates if batteries are “good”, “low” or “replace” 
Test standard and rechargeable batteries: 

QV, AAA, AA, C, D, and 1.5 V button/coin/watch 
Ergonomically designed to contour to your hand for easy operation 
No batteries required to operate 
Large, upright display is easy to read 


V-shaped side cradle holds batteries securely in place during testing for consistently accurate results 
High-quality 9V contacts make tests simple and error-free 
Slider is shaped for one-handed testing 
Price Each 
Mfg. Part No. Stock No. 1+ 
BAT-500 55R0658 1377.99 
BAT-200 55R0657 11.99 
BAT-250 39Y9330 12.99 
PIM_177866 
FLUKE 500 SERIES BATTERY ANALYZERS FLUKE: 
Features: ment confusion 
© Battery resistance, dc and ac voltage, de and © Quickly compare trends, analyze results and 
ac current, ripple voltage, frequency and battery create reports with included battery management 
temperature measurements software 
© Automatic or manual sequence testing of battery © CAT III 600 V, 1000 V de max. rated for safe 
strings with automatic measurement storage measurements all around the battery power supply 


including voltage, resistance and temperature (with equipment 


BTL21 intelligent test probe) @ Intelligent test probe set (BT520 and BT521): 

@ All measured values are automatically captured Integrated LCD display, infrared temperature 
during testing and can be reviewed on the instru- measurement (BT521 only), flashlight, verbal 
ment before downloading for on the-go analysis audio feedback and captures voltage readings and 

© Quick, guided setup ensures you're capturing the temperature logging automatically or via integrated 
right data every time, and the combined visual and save button. 


audio feedback cues reduce the risk of measure- 


The new Fluke 500 Series Battery Analyzer is ideal test tool for maintenance, troubleshooting and performance 
testing of individual stationary batteries and battery banks used in critical battery back-up applications. The 
intuitive user interface, compact design and rugged construction ensure optimum performance, test results 
and reliability. Fluke 500 Series Battery Analyzers cover a broad range of battery test functions ranging from 
DC voltage and resistance tests to full condition testing using an automated string function testing and the test 
probe integrated infra-red temperature measurement system. 500 Series Battery Analyzers are designed for 


measurements on stationary batteries of all types. 
Batteries Price Each 
Mfg. Part No. Supported Stock No. the 
Tester Battery Lead Acid/ Li-lon, Advanced 
@ FLUKE-BT521 Lead Acid, Li-lon 78X4249 6344.99 
Tester Battery Lead Acid/ Li-lon 
@ FLUKE-BT520 Lead Acid, Li-lon 78X4248 5564.99 
Tester Battery Lead Acid/ Li-lon, Basic 
@ FLUKE-BT510 Lead Acid, Li-lon 78X4247 4914.99 
PIM_5465782 


40,000 COUNT DUAL DISPLAY HANDHELDLCR BK PRECISION 

METERS 

@ 0.5% basic accuracy 

@ Dual LCD Display 

© Two Selectable test frequencies of 120 Hz & 1 kHz (878B) 

© Four Selectable test frequencies of 100 Hz, 120 Hz, 1 kHz 
& 10 kHz (879B) 

@ Auto Ranging 

@ LCD with bright backlight (879B) 

© Mini USB interface 

© 3 Year warranty 

Mfg. part nos. 878B and 879B perform quick, fully 

auto-ranging capacitance, resistance and _ inductance 

measurements. Components can be measured with selectable 

test frequencies in series or parallel modes as desired. The 


40,000 count main LCD displays the measured component 
value, and the secondary 10,000 count display reads D or Q on mfg. part no. 878B and D, Q, phase angle and 
ESR measurements on mfg. part no. 879B. 
Test Price Each 
Mfg. Part No. Freq. Inductance | Capacitance | Resistance | Stock No. the 
@ 878B 1kHz 1000H 20mF 10Mohm 71R5084 330.00 
@ 879B 10kHz 1000H 20mF 10Mohm 71R5085 390.00 
@ 880 100kHz 1kH 20mF 10Mohm 90Y5963 515.00 
PIM_5294 
875B 3-1/2-DIGIT LCD LCR METER BK PRECISION 


© 8 Capacitance Ranges: 200pF to 20mF 

© 7 Resistance Ranges: 20 to 20MO 

© 7 Inductance Ranges: 200UH to 200H 

Rotary switch allows easy function/range selection. 
Measure dissipation factor of capacitors and 1/Q 
of inductors. Low battery and overload indicator. 
Overload: fuse protected 250VAC, 100mA. 
Measurement rate: 2.5 per second, nominal. Includes 
test clips, 9V battery, spare fuse, instructions. 


Price Each 
Mfg. Part No. Inductance Capacitance Resistance Stock No. i+ 
@ 875B 200H 20mF 20Mohm 46F8205 255.00 


PIM_5293 


PASSIVE COMPONENT LCR METER EXTECH 


© Simultaneous 20,000/10,000 count display of the primary parameter (L, C or R) INSTRUMENTS 
with the secondary parameter of Q (quality), D (dissipation) A FLIR COMPANY 
or R (resistance) 
© Set Hi/Lo limits using absolute values or percentage limits a] C € 
© Parallel or Series equivalent circuit 
© Automatic blown fuse indication 
© Built-in test fixture or use external test leads 
@ 1-year warranty 
Measures inductance, capacitance, and resistance with 
secondary parameter (Q,D,R). Relative mode with zero 
reference or user supplied reference. Built-in RS-232 interface 
with optional Windows® 95/98/NT/2000/XP compatible 
software to display, analyze and store data for later analysis. 
Powered by 9V battery or optional AC adaptor. Complete with 
alligator clip test leads, 9V battery, and protective holster. 
Test Price Each 
Mfg. Part No. Freq. Inductance Capacitance Resistance Stock No. 1+ 
380193 1kHz 10000H 10mF 10Mohm 27K9590 = 
PIM_89509 
11,000-COUNT DUAL-DISPLAY HANDHELD BK PRECISION 
CAPACITANCE METERS 
@ 9 Automatic Ranges 
© 4% Digit, 11,000 Count, Dual LCD Display 
@ Auto Ranging 
© Backlit Display 
© Sort on preset tolerance of 1, 5, 10% 
@ USB PC Interface for Data Logging included 
© AC Adapter Included (830C) 
© Free Software available on B&K Precision Website 
© 3 Year Warranty 
The model 830C and 890C are handheld capacitance meters 
ideal for performing quick and precise measurements including 
measuring values, inspection, sorting capacitors and testing 
capacitors against standard tolerances. 
Price Each 
Mfg. Part No. Stock No. 1+ 
199.99 mF 
@ 830C 4175663 352.00 
50 mF 
@ 890C 4175664 225.00 
PIM_33279 
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U1700 SERIES HAND-HELD CAPACITANCE/LCR KEYSIGHT 
METERS TECHNOLOGIES 
@ Visible and audible tolerance mode for easy capacitor 


sorting 
@ Relative mode 
@ Hold and Min/Max/Average values recordings 
@ Dual display with backlight 


Mfg. part no. U1701B features 11,000 counts resolution and 
compare mode with up to 25 sets of high/low limit settings. PC 
data logging is optional via IR-to-USB cable. Each unit includes 
certificate of calibration, alligator clip leads, 9V alkaline battery, 
and quick start guide. Three-year manufacturer's warranty. 


Display Price Each 
Mfg. Part No. Capacitance Count Stock No. 1+ 

Capacitance 

@U1701B 199.99mF 11000 55R2347 215.00 
Accessory 
PIM_211847 

U1730C SERIES HANDHELD LCR METERS KEYSIGHT 
@ 20,000 counts resolution TECHNOLOGIES 


© 0.2% basic accuracy 
@ Wide LCR ranges with three to five selectable test 
frequencies (up to 100 kHz for U1733C) 
© Auto identification (Ai) automatically determines and 
displays component type and measurements 
© Detailed component analysis with DCR, ESR, Z, D, 
Q, and ¢ functions 
© Battery life of 16 hours/AC-powered 
@ |R-to-USB connectivity for data logging to PC 
U1730C Series handheld LCR meters allow you 
io measure at frequencies as high as 100 kHz—a 
capability typically found only in benchtop meters— 
providing more flexibility to test a wider range of 
components. With auto identification (Ai) the testing and 
measuring experience is easy; eliminating unnecessary 
rial and error time—with just a single push of a button. 
This unique feature automatically specifies L, C, or R with parallel and series mode, without the need to manually 
change buttons. The handheld LCR meters allow you to test various component types, including secondary 
components of Dissipation Factor (D), Quality Factor (Q), and Angle Indication of Impedance (4). This new 
handheld series also includes other functions that result in a more detailed component analysis. For example, 
he built-in Equivalent Series Resistance (ESR) function helps you better understand the inherent resistance 
behavior typically found in capacitors across selected frequencies. DCR is a built-in DC resistance measurement 
hat eliminates the use of a separate digital multimeter (DMM) for component test. Ideal for testing on the go, 


hese LCR meters operate on a battery that lasts up to 16 hours. 

Each combo kit includes corresponding handheld LCR meter, U5491A soft carrying case, U5481A IR-to-USB 
cable, U1780A AC adapter and U1782A SMD tweezer. 

Test Price Each 
Mfg. Part No. Freq. Inductance | Capacitance | Resistance | Stock No. 1+ 

@ U1731C 1kHz 2000H 20mF 200Mohm 47T6069 412.00 
@ U1732C 10kHz 2000H 20mF 200Mohm 4776071 498.00 
@ U1733C 100kHz 2000H 20mF 200Mohm 4776073 569.00 
Accessories 

PIM_211848 


oa WITH HFE TRANSISTOR TENMA’ 


3 1/2 digit 1999 count display 
© Transistor HFE measurement 
© Diode test 
@ Audible continuity test 
Low battery display 
Specifications: Range 
© Resistance: 2000, 2kQ,, 20kQ, 200kQ, 2MQ, 
20MQ 
© Capacitance: 2nF, 20nF, 200nF, 2uF, 20uF, 200uF, 
600uF 
@ Inductance: 2mH, 20mH, 200mH, 2H, 20H 
@ Dimensions: 6.77” x 3.27” x 1.50” (H x W x D) 
Compact full featured meter provides inductance, capacitance 
and resistance (LCR) measurements. Comes complete with 
QV battery, test clips and owners manual. 


HAND HELD TEST EQUIPMENT 
COMPONENT TESTERS 


es METER WITH RESISTANCE TENMA’ 


3 1/2 digit 1999 count display 
© Transistor HFE measurement 
® Diode test 
© Audible continuity test 
Low battery display 
Specifications: Range 
© Resistance: 200, 2000, 2KO, 20KO, 200KO, 
2MO, 20MO, 200MO, 2000MO 
© Capacitance: 200pF, 2nF, 20nF, 200nF, 2uF, 20uF, 
200uF, 2mF, 20mF 
@ Dimensions: 6.77" x 3.27" x 1.50” (Hx Wx D) 
Compact meter is ideal for capacitor or resistance 
measurement in service or assembly applications. Comes 
complete with 9V battery, test clips and owners manual. 


Display Price Each 
Mfg. Part No. Capacitance Count Stock No. 1+ 
Capacitance, Diode, Resistance 
72-8150 20mF 1999 41M0998 34.32 
PIM_93042 


MILLIOHM METER 
© Accurate four terminal measurement down to 100 ohms AMPROBE 


@ 5 Ranges from 200.0m ohms to 2000 ohms 
@ Measurement precision with three test currents 
® Protection against inadvertent connection to 
overvoltage 
@ Potential lead resistance, current lead resistance 
checks 
@ AUTO-HOLD, AUTO-OFF and large LCD 
© |EC/EN 61010-1 
Diagnose potential failure with mfg. part no. MO-100, 
portable battery powered Milliohm Meter. Quickly check 
windings opens or shorts in motors, generators and 
transformers, wire-to-wire connection resistances, heating 
elements testing and contact resistance in critical electrical 
connections. Includes test leads, shoulder belt, 8 x 
1.5V(AA) batteries and instruction manual. 


Test Price Each 
Mfg. Part No. Connection Current Resolution Stock No. 1+ 
0.20hm to 2kohm 
MO-100 2-Wire 100mA 100p0hm 55R0671 1239.99 
PIM_177865 
10A MICRO-OHMMETER 


(Gy AEMc’ 


INSTRUMENTS 


6240 
© Test currents from 1mA to 10A @ Large multi-line display 
© RTD temperature probe to check tested sample © Local or remote test setup and control 
(optional) © Direct printout 
© Selectable metal types @ Internal rechargeable batteries 
@ Automatic and manual temperature correction @ Rugged double-insulated waterproof case 
© Two programmable alarm set points © Software included for data storage, real-time 
© Selectable inductive or resistive test modes display, analysis, and report generation 
© Automatic multiple test mode 
Test Price Each 
Mfg. Part No. Connection Current Resolution Stock No. 1+ 
0.004ohm, 0.0400hm, 0.40hm, 4ohm, 400hm, 4000hm 
6240 4-Wire 10A 100mohm 72M5352 3435.00 
0.0050hm, 0.0250hm, 0.250hm, 2.50hm, 25ohm, 250ohm, 2.5kohm 
6250 4-Wire 10A 100mohm 73K2762 = 


Price Each 
Mfg. Part No. Capacitance Stock No. [ae | 
72-8155 600yuF 45M5528 41.30 
72-8150 20mF 41M0998 34.32 


PIM_93041 
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PIM_5591167 


1.800.463.9275 © newark.com 


PIM_88072 


Embedded Design Tools 


PIM_5624814 
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MICRO-OHMMETER 


MODELS 6501 & 6503 500V & 1000V HAND- PRECISION MILLIOHM METER (CONT.) 
CRANKED MEGOHMMETERS SPECIFICATIONS 


Specifications 


Ranges | Resolution | Max Voltage | Accuracy +(%rdg+digits) 


Resistance 200mQ 1000 3.8VDC +(0.75%+4d) 
2000mQ imQ 3.4VDC +(0.75%+2d) 
200 10mQ 
2000 100mQ 3.2VDC 
2kQ. 10 
Power 110VAC, 60Hz or 220VAC, 50Hz 
Dimensions 9.3 x2.8 x 3.4" (160 x120 x 85mm) 
Weight 1.5lbs (680g) 
Price Each 
6501 6503 Mfg. Part No. Connection Resolution Stock No. 1+ 
© True Megohmmeter® © Auto-Ranging - dual scale operation for better 0.2ohm to 2kohm 
© Test voltages of 250V, 500V and 1000V (model sensitivity and easier readings 380462 4-Wire 100y0hm 27K9610 457.99 
dependent) e Compact self-contained package; folded crank 380460 4-Wire ohm 27K9608 435.99 
@ Insulation measurements to 200 and 5000MO @ Voltage displayed prior to, during and at the end 
© LED indicates constant voltage output and proper of tes Accessory 
cranked speed controlled by voltage regulator @ Large direct reading scale PIM_91238 


@ EN 61010-1, 600V CAT II, 300V CAT 


@ Automatic discharge when measurement is 
finished 


Designed for acceptance testing and preventive maintenance of wiring, cables, switchgear and motors. Includes 


DLRO® DIGITAL LOW-RESISTANCE 


test leads, alligator clips, blue lead (for use with Model 6503) test probe, soft carrying case and user manual. MICROHMMETERS 
Test Price Each 
Mfg. Part No. Current Stock No. 1+ 
6503 1mA 1379175 670.00 
Qohm to 500kohm 
6501 1mA 71T9909 = 
PIM_209527 


BATTERY POWERED MILLIOHM METER 


EXTECH 


INSTRUMENTS 
A FLIR COMPANY 


DLRO10X 


DLRO10HD 


DLRO10HDX 


CE 


© Four terminal Kelvin measurements © 20V test voltage 
© Over-temperature and over-voltage protection © Invalid test indicators prevent inaccurate 
@ 5 ranges with 100u0 max resolution measurements 
@ Large 2000 count LCD display © Built-in water resistant case with shoulder strap 
@ Auto-Hold and Auto-Off features © One year warranty 
Complete with 8AA batteries and 2 sets of test leads (4 wire with 4 alligator clips and 4 wire with 2 Kelvin 
alligator clips) 
Test Price Each 
Mfg. Part No. Connection Current Resolution Stock No. 1+ 

0.20hm to 2kohm 

380580 4-Wire 100mA tohm 27K9617 849.00 

380580-NIST 4-Wire 100mA tohm 27K9618 1069.00 
PIM_91240 


PRECISION MILLIOHM METER 


EXTECH 


INSTRUMENTS 
A FLIR COMPANY 


f CE 


EXTECH 


700 


@ High accuracy and performance for low resistance 
measurements 


with protective cover 
© Wide operating conditions 0 to 50°C, less than 


Over range indication © The item is with Calibration Traceable to NIST (The 
Built into compact, durable field service housing National Institute of Standards and Technology) 


Complete with 4-wire cables with Kelvin clip connectors and power cord. 


© Large 0.7"(18mm) LCD 1999 count 80%RH 

@ 4-wire cables with Kelvin clip connectors © One year warranty 
@ Manual zero display adjust - NIST 

e 

e 


> CONTINUED > 


DLRO10 and DLRO10x: 
Small and lightweight — ideal for tight places 
Accurate results within 3 seconds 
Automatically detects continuity 


© Rechargeable battery or line power supply, contin- 
uous operation, even with dead battery 

© 10A for 60 seconds, less time waiting to cool, 
great for charging inductance 


@ High input protection to 600 V, inadvertent connec- 
tion to line or UPS voltage will not blow a fuse 

@ Heavy duty case: IP65 lid closed, IP54 operational 
(battery operation only) 

® Rotary switch selects one of five testmodes, includ- 
ing auto start on connection, giving ease of use 

DLRO10HDX: 


Resistance ranges from 599.90 to 1999.90 
Resolution up to 0.10 

Displays average of results for forward and reverse 
current 
One-year manufacturer's warranty 
© Backlit display (DLRO10X) 


e 
e 
e 
@ 410A output current 
e 
e 
e 


© Displays individual forward/reverse measurements @ Onboard memory storage for test results up to 200 
and average (DLRO10X) records (HDX only) 
© Datalogging and download (DLRO10X) © Download to PowerDB 
@ Alpha-numeric keypad for entering test notes @ Interchangeable test lead terminations 
(DLRO10X) @ High or low output power selection for condition 
@ Autoranging with manual output (DLRO10X) diagnosis 
@ Selectable high and low limits (DLRO10X) © Operates from battery or AC mains supply 
DLRO‘10HD: @ Protected to 600 V without blowing a fuse, test 
® Large, clear, backlit LCD display that is easy to lead live voltage warning light 
read from a distance @ Heavy duty case: IP 65 lid closed, IP54 operational 
@ High or low output power selection for condition © Simple rotary switch selection of five test modes, 
diagnosis including auto start on connection 
DLRO10 and DLRO10X models are fully automatic instruments, selecting the most suitable test current, up 
to 10A DC to measure resistance from 0.110 to 20000 on one of seven ranges. For users who desire more 
control over the measurement process, DLRO10X uses a menu system controlled by a two-axis paddle to allow 
manual selection of the test current. DLRO10X also adds real-time download of results and on-board storage 


for later download to a PC. Both DLRO® models come complete with two DH4 duplex handspike test leads, 
rechargeable 7Ah NiMH battery module, external battery charger for operation from 115/230V 50/60Hz supply, 
cigar lighter adapter for battery charging, and user guide. Order additional battery modules and battery charger 
separately below. 
DLRO10HD provides significantly enhanced compliance and is capable of delivering 10 A into measurements 
up to 250 mO and 1 Ainto measurements up to 2.5 O. The duration of each test may be up to 60 seconds. The 
DLRO10HD is rated CAT III 300 V. A range of test leads is available to suit the application. The DLRO10HD 
provides five test modes each of which is selected through a simple rotary control. 


Augmenting Megger’s range of 10 A micro-ohmmeters, the DLRO10HDX combines ultimate simplicity of 
operation with a rugged IP65 case designed for stable ground and bench operation and provides memory 
storage. 
These units are powered from either rechargeable battery or mains power making it suitable for continuous 
testing in production line/repetitive use environments. 
Rotary switch controls are simple and easy to operate in all weather conditions and with gloved hands. A large, 
clear, backlit LCD display is easy to read from a distance. The DLRO10HDX provides significantly enhanced 
compliance and is capable of delivering 10 A into measurements up to 250 mQ and 1 A into measurements up 
to 2.5 Q. The duration of each test may be up to 60 seconds. 


The DLRO10HDxX is rated CAT III 300 V provided the optional terminal cover is fitted to the instrument 
Test Price Each 
Mfg. Part No. Connection | Current | Resolution | Stock No. i+ 
Oohm to 2.5kohm 
DLRO10HDX-KC1-TC3-C-LG2-P3 15AC7996 | 5935.00 
DLRO10HDX-NLS-LG2-P3 ae aa 15AC7997 | 5705.00 
DLRO10HDX-DH4C-LG2-P3 2-Wire 10A 13AC9809 | 5935.00 
Oohm to 2.5Mohm 
DLRO10HD 2-Wire 10A 100mohm 14R7992 | 5175.00 
Oohm to 2kohm 
DLRO10 2-Wire 1A 100mohm | 58K9691 = 
> CONTINUED > 
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DLRO® DIGITAL LOW-RESISTANCE MICROHMMETERS (CONT.) 


HAND HELD TEST EQUIPMENT 


MICRO-OHMMETERS 


DIGITAL INSULATION RESISTANCE TESTERS (CONT.) 


DLRO10X 2Wire | 1A | 100mohm | 58K9692 
PIM_85560 


4865.00 


DLRO100 SERIES DIGITAL LOW RESISTANCE 

OHMETERS 

CAT IV 600 VAC / 500 VDC for safe operation 

@ Lightweight 100 A battery powered unit for portability 

@ High noise immunity for stable readings 

@ Smooth DC Output for circuit breaker testing 

@ |P54 for protection against dust and moisture while 
testing 

© Save, download and delete results (100X/H variants) 

© Remote operation, Bluetooth® & asset/result tagging 
(100H variants) 

DLRO100 Series enables low resistance measurement, 

across multiple applications, in areas without access to 

AC power. The integral Li-lon battery supplies a constant 


Miegger. 


Testing Testing Price Each 
Mfg. Part No. Voltage Resistance Stock No. 1+ 
Digital Megohmmeter 
AMB-45 250V, 500V, 1kV 4Gohm 50H8694 742.99 
AMB-50 500V, 1kV, 2.5kV, 5kV 1Tohm 4771938 1159.99 
PIM_198299 


BATTERY-POWERED ANALOG MEGOHMMETERS 


100 A current for up to 200 manual/auto tests to enable 
enhanced productivity in remote locations. 
Test Price Each 
Mfg. Part No. Current Resolution Stock No. 1+ AMB-2 
0.1pohm to 1.9990hm © Tests Insulation of Wires, Cables Transformers and @ Live Circuit AC/DC Voltage Test (0 -600V) 
see we ical lla eee oe ° Sera ae ; Niece ete of Circuit Under Test 
DLRO100EB-LG2-P3 OA 0.4 ohm 8270398 7665.00 6 Sensitive Ohms Range (AMB-1 and AMB-2) © calor Seale Plas 
DLRO100H-LG2-P3 ‘110A 0.1 ohm 82Y0399 8140.00 Includes carrying case, test leads, and adapter clips. Requires 8 AA batteries, sold separately (4 AA batteries 
DLRO100HB-LG2-P3 110A 0.1ohm 82Y0400 9270.00 required for AMB-3). 
DLRO100X-LG2-P3 110A O.1yiohm 8270401 7410.00 Testing Testing | Price Each 
DLRO100XB-LG2-P3 110A 0.1uohm 82Y0402 8365.00 Mfg. Part No. Voltage Resistance Stock No. 1+ 
PIM_5575386 Analogue Megohmmeter 
AMB-3 OV to 600V 1Gohm | 1404007 = 
DIGITAL MEGOHMMETER INSULATION RESISTANCE RN wrereparars =a aa -_ patil = 


TESTERS 


@ Tests Insulation of Wire, Cables, Transformers and 
Electrical Motors 

@ Fast and Easy to Use, Rugged Durable Design 

@ Programmable Timer to Perform Dielectric Absorption 
Ratio Test 

® Selectable Test Voltages Up to 1000V 

© Sensitive Ohmmeter for Checking Resistance of Motor 
Windings 

@ Build-In Voltmeter (AMB-45) 

@ Internal Memory (AMB-45) 

© Includes Test Leads and PC Software 

© CAT Ill 600V (AMB-45) 


AMB-45 Specifications 
Insulation Resistance with 250, 500, 1000VDC Test Voltage 
Low Resistance 
AC/DC Voltage 


Range & Resolution 
0 - 4.000 40.00, 400.0 4000MQ 
0 - 400.0, 4000MO 
0.1 - 600.0V 


HAND-CRANKED ANALOG MEGOHMMETERS 


AMC-3 


© Tests Insulation of Wires, Cables, Transformers 
and Electrical Motors 
@ Require No Auxiliary Power 


© Spring-Loaded Terminal Connections 
@ High-Impact Housing 


Testing Testing uericelEachy Hand-cranked, constant-voltage megohmmeters feature guard terminal to eliminate effect of surface leakage 
Mfg. Part No. Voltage Resistance Stock No. 1+ on readings. Include test lead set (2 clip, 1 probe), dual carrying cases for instrument and leads, applications 
MTL-45 81H1971 38.99 manual. 
Digital Megohmmeter Testing Testing Price Each 
AMB-45 250V, 500V, 1kV 4Gohm 50H8694 742.99 Mfg. Part No. Voltage Resistance Stock No. 1+ 
Forlle Price Each Analogue Megohmmeter 
Mfg. Part No. Type With Stock No.| 1+ AMC3 SV AKY eooMona e2i2600 = 
CC-MEG CASE | Soft Carrying Case | Amprobe AMB-45 & GP-2 Resistance] 7R4128 | 39.99 AME? BY, OV /0Mannr SezESy = 
Testers AMC-4 6V, 500V, 1kV 500Mohm 62F2661 = 
PIM_72283 PIM_5312 


DIGITAL INSULATION RESISTANCE TESTERS 


AMB-45 AMB-50 


Cut unscheduled downtime and reduce shock hazards by testing wires, cables, transformers or entire electrical 
systems. Amprobe Industrial High-Voltage Insulation Testers have all necessary features for advanced 
professional insulation diagnostics. Automated calculation of Pl, DD and DAR, combined with a possibility 
to perform a step voltage test make these instruments suitable for the most demanding customers and 
applications. Large LCD display allows real time R(t) graphs to be displayed. Windows compatible PC Software 
and either RS232 or USB communications ports serve for connecting the instrument to the PC and management 
of the recorded test data. 


> CONTINUED > 
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MODEL 6416 & 6417 GROUND RESISTANCE 

TESTERS 

@ Ground voltage indication (warns of possible unsafe conditions) 

Large multi-function bright yellow organic LED display (OLED) 

© Selectable test frequency (improves accuracy in inductive 

environments) 

Clamping diameter of 35mm with large jaw design 

Model 6416: up to 300 measurements stored 

Model 6417: up to 2000 measurements stored 

Displays stored measurements on the OLED display or via 

Bluetooth (Class 2 - communicates up to 30 ft) to a PC or the 

Androidi based mobile application (Model 6417) 

© Auto Power OFF function 

@ Alarm function with adjustable set point and buzzer for quick 
field checks for volts, amps and ohms 

@ Rugged Lexan® head and body construction resists breakage 

@ Alarm settings and stored memory information saved during 
shutdown 

® Includes DataView® software for data storage, real-time 
display, analysis, report generation and system configuration 
(Model 6417) 

© Noise icon and buzzer alert user to presence of dangerous 
voltage and current levels 

@ Designed to EN 61010-1, 600V CAT IV safety standards 


[Gy AEMC’ 


INSTRUMENTS 
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HAND HELD TEST EQUIPMENT 
INSULATION & GROUND RESISTANCE TESTERS 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


MODEL 6416 & 6417 GROUND RESISTANCE TESTERS (CONT.) MEGOHMMETERS (CONT.) 
Price Each Testing Testing Price Each 
Mfg. Part No. Range Frequency Stock No. 1+ Mfg. Part No. Voltage Resistance Stock No. 1+ 
Ground Resistance, Current Analogue / Digital Megohmmeter 
6416 0.010hm to 15000hm 2083Hz 19X0920 1620.00 5060 500V, 1kV, 2.5kV, 5kV 30kohm to 10Tohm 76K1207 3650.00 
6417 0.010hm to 15000hm 2083Hz 19X0921 1890.00 5050 500V, 1kV, 2.5kV, 5kV 30kohm to 10Tohm 76K1209 3230.00 
PIM_213104 5070 500V, 1kV, 2.5kV, 5kV 30kohm to 10Tohm 52K7851 4525.00 
6505 500V, 1kV, 2.5kV, 5kV 30kohm to 10Tohm 24R8357 2805.00 
MODEL 6257 5000V MEGOHMMETER eg sate 
AEMC MEGOHMMETERS 


CE 


@ True Megohmmeter® 

@ Insulation test voltage selections of 250V, 500V 
and 1000V 

@ Measure Insulation to 4000MO (4GO) 

TEST LOCK feature for time sensitive measure- 

ments up to 15 minutes 


© Test lead resistance compensation for accurate 
low resistance measurements 

Auto HOLD function to “freeze” readings 

Large and bright dual display with blue backlight 
Auto Power Off 

Ergonomic over-molded case with back-stand 


@ Auto discharge after insulation test Complies with International Insulation Testing 

@ AC/DC voltmeter to 600Vac/1000Vdce Standards including EN61557 

@ Ohmmeter to 400kO @ CE marked and 600V CAT IV rating 

© Continuity Meter up to 200mA test current 

Specially designed for testing installations and equipment. Includes set of two 5 ft color-coded test leads, screw- 

on alligator clips, one black test probe, soft carrying case and user manual. 

Testing Testing Price Each 
Mfg. Part No. Voltage Resistance Stock No. 1+ 

6527 46W9960 ee 

Analogue / Digital Megohmmeter 
6534 10V, 25V, 100V, 250V, 500V 50Gohm 02AC7058 975.00 
6536 10V to 100V 20Gohm 02AC7059 975.00 
6536 ESD FLOOR KIT 10V to 100V 20Gohm 02AC7060 | 1560.00 
6532 50V, 100V 20Gohm 02AC7057 = 
6524 50V, 100V, 250V, 500V, 1kV 200Gohm 02AC7055 - 
6526 50V, 100V, 250V, 500V, 1kV 200Gohm 02AC7056 865.00 
6522 250V, 500V, 1kV 40Gohm 02AC7054 765.00 

PIM_209532 

MEGOHMMETERS 

5000V 


AEC’ 


INSTRUMENTS 


(Gy AEMG" 


INSTRUMENTS 


Add-On Specification: 
@ 1050: Megohmmeter Model 1050 (Digital, Bar- 


@ 1060: Megohmmeter Model 1060 (Digital, Bar- 
graph, Backlight, Alarm, Timer, 50V, 100V, 250V, 
graph, Backlight, Alarm, Timer, 50V, 100V, 250V, 500V, 1000V, Auto DAR/PI, Resistance, Continuity, 
500V, 1000V, Auto DAR/PI, Resistance, Continuity) RS-232 w/ DataView Software) 

Mfg. part nos. 1050 and 1060 includes test leads, alligator clips, test probes and detachable pouch. 

Mfg. part no.1060 has an RS-232 interface and an extensive memory function, which permits storage results 

in files specific to a sample. A standard software package (DataView®) included with the 1060 enables the user 

to display test results and graphs. Mfg. part no.1060 can also be fully programmed and controlled by a PC. 

Automatic report generation of test results is quick and easy via direct connection to a printer or through a PC. 


Mfg. Part Nos. 1050/1060 
Insulation Tests: 
Test Voltages 50/100/250/500/1000V 
Voltage Test 0 to 1kV AC/DC 
Accuracy 2kQ to 40GQ 5% of reading +3cts 
Resistance Tests: Measurement Range 400 kQ 
Accuracy greater than 4kQ +3% of reading +3cts 
Continuity Tests: Measurement Range 0.01 to 39.990 
Testing Testing Price Each 
Mfg. Part No. Voltage Resistance Stock No. 1+ 
Analogue / Digital Megohmmeter 
1050 50V, 100V, 250V, 500V, 1kV 2kohm to 4Tohm 79K9632 1800.00 
1060 50V, 100V, 250V, 500V, 1kV 2kohm to 4Tohm 79K9633 2540.00 
PIM_87996 
1503 AND 1507 INSULATION TESTERS FLUKE; 


1503 AND 1507 


Model 5050 Model 5060 Model 5070 Model 6505 
@ True Megohmmeter (except model 6505) @ Automatic discharge and display of 
© Test voltage combination of 500V, 1000V, 2500V discharge voltage 


and 5000V 
@ Insulation measurements from 30kQ to 10TQ 
@ Adjustable and programmable test voltage (40 


and 5070) 


Large dual-display with time, voltage 
and measurements shown (models 5050, 5060, 


© Automatic calculation of Polarization Index and 
Dielectric Absorption Ratio saves both time and 
money (mfg. part no. 1507 only) 

© Compare (Pass/Fail) function makes repetitive 
tests simple and easy (mfg. part no. 1507 only) 

® Remote test probe makes repetitive or hard-to- 
reach testing easier 


user protection 

AC/DC voltage: 0.1V to 600V 

200mA continuity 

Resistance: 0.010hm to 20.00KOhms 

Large, backlit digital display for easy readability 
CAT Ill - 1000V, CAT IV - 600V overvoltage 
category rating for added user protection 


to 5100V) @ Large graphic display with five line alphanumeric 

@ Automatic step voltage with programmable step display and graph of all test results (model 5070) 
and dwell times - three profiles can be stored, each = Rugged weatherproof field case 
with up to five steps (model 5070) Designed and built to IEC safety standards 

@ Programmable temperature compensation of @ RS-232 interface for direct printing of results 
resistance readings (model 5070) models 5060 and 5070) 

© Automatic calculation of DAR, Pl and DD (except = @ 128kB memory for storing field test data (models 
model 6505) values 5060 and 5070) 

@ Direct measurement and display of Capacitance @ Remote operation from PC (models 5060 and 


and Leakage Current 5070) 

@ Direct measurement and display of Resistance, @ Includes DataView® software (models 5060 
Test Voltage, and Run Time (model 5070) and 5070) 

@ Display resistance, test voltage and run time @ EN 61010-1, 600V Cat. Ill (models 5050 and 
(models 5050, 5060, and 5070) 5060) 


@ Programmable test run times and PI ratio times @ EN 61010-1, 1000V CAT III (models 5070 and 
@ Smooth and Alarm functions (except model 6505) 6505) 
@ Automatic test inhibition (if live sample >25) 


AEMC® manufactures a complete line of insulation testers designed to test the quality of insulation using 5000V 
test voltages required for testing large motors, generators, transformers and cables. AC powered and battery 
powered models are available. Most models will measure into the GQ and TQ ranges. All models offer multi- 
function capability, measuring AC/DC volts, resistance and continuity as well as insulation resistance. Both hand 
held instruments and rugged instruments built into portable cases are available. 


> CONTINUED > 


® Live circuit detection prevents insulation test if ® One-year manufacturer's warranty 

voltage >30V is detected for added user protection @ Recommended accessories - TL225 Test Leads, 
© Auto-discharge of capacitive voltage for added C25 Case, TPAK Meter Hanger 
Mfg. part nos. 1503 and 1507 insulation testers are compact, rugged, reliable, and easy to use. Multiple 
test voltages make them ideal for troubleshooting, commissioning, and preventative maintenance. Additional 
features save both time and money. Included accessories: remote probe, test leads and probes, alligator clips. 


Four AA alkaline batteries (NEDA 15A or IEC LR6) for at least 1000 insulation tests. These insulation testers 
accept mfg. part no. TPAK ToolPak magnetic tool hanger to free your hands for other work. Order magnetic tool 
hanger and carrying cases separately below. 
Testing Testing Price Each 

Mfg. Part No. Voltage Resistance Stock No. i+ 
Digital Megohmmeter 

FLUKE-1507 50V, 100V, 250V, 500V, 1kV | 0.01Mohm to 10Gohm 57K0681 800.99 

FLUKE-1503 50V, 100V, 250V, 500V, 1kV 10kohm to 2Gohm 57K0680 679.99 
PIM_85521 
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ESTERS 


Test voltages to up 10 kV and save time by trending on 
the spot only with Fluke Connect 

CAT III 1000 V, CAT IV 600 V safety rating 

Warning function alerts the user that line voltage is 
present and gives the voltage reading up to 600V ac or 
dc for increased user safety 

Selectable test voltages in 50 V steps from 250 V to 
1000 V, and 100 V steps above 1000 V 

Measurements can be stored in up to 99 memory 
locations, with each location assigned a unique, user 
defined, label for easy recall 

Long battery life gives the user over 750 tests between 
charges 


Automatic calculation of Dielectric Absorption (DAR) and 


Polarization Index (PI) with no additional setup 

Guard system eliminates the effect of surface leakage 
current on high-resistance measurements 

Large digital/analog LCD for easy viewing 
Capacitance and leakage current measurement 
Ramp function for breakdown testing 

Resistance measurements up to 2TO 


FLUKE » 


© Timer settings up to 99 minutes for 
timed tests 
@ 3-year warranty 


The Fluke 1555 and Fluke 1550C insulation resistance testers, offer digital insulation testing up to 10 kV, making 
them ideal for testing a wide range of high voltage equipment including switchgear, motors, generators and 
cables. Fluke insulation testers can now conduct the entire range of test voltages specified in IEEE 43-2000 with 
a best in class, 3 year warranty and CAT IV 600 V safety rating. With measurement storage and PC interface, 
the 1555 and 1550C are perfect tools for preventative or predictive maintenance programs designed to identify 


potential equipment failures before they occur. The Fluke Connect mobile app is an easy to use, advanced 
wireless system for capturing and trending anomalies for troubleshooting, commissioning and preventative 
maintenance of insulation resistance applications. Now compatible with Fluke Connecti Mobile App. 
Testing Testing Price Each 
Mfg. Part No. Voltage Resistance Stock No. 1+ 
Digital Megohmmeter 
FLUKE-1550C 250V, 500V, 1kV, 2.5kV, SkV 200kohm to 1Tohm | 73R7383 | 5993.99 
FLUKE-1555 250V, 500V, 1kV, 2.5kV, 5kV, 10kV | 200kohm to 2Tohm | 73R7385 | 6727.99 
Kits 
Price Each 
Mfg. Part No. Stock No. 1+ 
FLUKE-1550C/KIT 73R7384 6598.99 
FLUKE-1555/KIT 73R7386 7451.99 
PIM_72287 
FLUKE 1577 AND 1587 INSULATION MULTIMETERS FLUKE. 


All models: 


when voltage is >30V 


Accessory Set, 11010 Current Clamp 
FLUKE 1587 Only: 


A multimeter and insulation resistance tester all 
in one meter! 

Large backlit display 

Auto-discharge of capacitive voltage 

Auto power off 

Live circuit detection to prevent insulation test 


CAT Ill-1000V, CAT IV-600V measurement 
category 

3-year warranty 

Recommended accessories: C25 Case, TLK-225 


Filter for motor drive measurements 
Capacitance, Diode Test, Temperature, Min/Max, 
Frequency (Hz) 

Also includes K-type thermocouple 


FLUKE 1587 


FLUKE 1577 and 1587 insulation multimeters combine a digital insulation tester with a full-featured digital 
multimeter in a single, compact handheld unit. Provides maximum versatility for both troubleshooting and 
preventative maintenance. Rugged, reliable and easy to use. Ideal for work on motors, cables and switch 


gear. Included accessories: 
Mfg. Part No. 


Description 


Remote probe, test leads and probes, alligator clips, and rugged utility hard case. 


HAND HELD TEST EQUIPMENT 


INSULATION & GROUND RESISTANCE TESTER 


1550C/1555 INSULATION RESISTANCE 


FLUKE-1623-2 AND 1625-2 SERIES GEO EARTH 


GROUND TESTERS 


@ 3-and 4-pole Fall of Potential, earth resistance 
loop testing 
@ 4-pole Soil Resistivity testing 
© Selective earth ground rod testing using 1 clamp 
@ Stakeless earth ground rod testing using 2 clamps 
@ |P56 rated for outdoor use 
@ Professional carrying case 
© USB data storage and transfer 
@ Automatic Frequency Control (1625-2) 
© R* measurement (1625-2) 
© Adjustable limits - for quicker testing (1625-2) 
The new Fluke 1623-2 and 1625-2 GEO Earth Ground 
Testers offer data storage and download capabilities 
via USB port. World class accessories will simplify and 
speed up testing time. Includes tester, user’s manual, 


FLUKE » 


batteries, quick reference guide, 2 test keads and USB cable. Kits contain the following additional accessories: 
2 clamps (1 source, 1 sensing), C1620 professional carrying case, 4 earth ground stakes and 3 color coded 
cable reels. 
Price Each 
Mfg. Part No. Range Frequency Stock No. 1+ 
2 and 3 Pole 
FLUKE-1621 0.150hm to 20000hm 128Hz 50M1641 _— 
3 and 4 Pole 
FLUKE-1623-2 0.020hm to 19.99kohm 128Hz 29X1563 2564.99 
3 and 4 Pole - Fluke 1623-2 Kit 
FLUKE-1623-2 KIT 0.02ohm to 19.99kohm 128Hz 29X1564 4345.99 
3 and 4 Pole 
FLUKE-1625-2 0.020hm to 19.99kohm 128Hz 29X1565 4345.99 
3 and 4 Pole - Fluke 1625-2 Kit 
FLUKE-1625-2 KIT 0.020hm to 19.99kohm 128Hz 29X1566 5564.99 
PIM_88086 
FLUKE-1630 EARTH GROUND CLAMP METER FLUKE. 
Features: measurement 
@ 1000V maximum voltage to earth ground, less than © Supports the Fluke Connect wireless system 
10mW output power @ Frequency range from 40Hz to 1KHz, IP30 with 


@ AC leakage current measurement 

@ Rugged design, 9999 counts LCD digital reading 
with 4/s refresh rate 

@ User defined high/low alarm limits for rapid 
measurement evaluation 

© Selectable band pass filter function removes 
unwanted noise from the ac leakage current 


The FLUKE-1630-2 FC is an earth ground loop and leakage clamp. Stakeless earth ground 
leakage current clamp for fast, safe indoor/outdoor earth ground resistance and AC leakage curren! 
this clamp user can test grounding components of equipmen 


jaw closed IEC/EN 60529 ingress protection 
@ 4x 1.5V AA alkaline IEC/EN LR6 battery type, 
more than 15hours battery life and 880g weight 
@ CSA, CE, TUV, CAT Ill and CAT IV approved 
© Operating temperature range from -10°C to +50°C, 
dimension is 283mm x 105mm x 48mm (L x W x H) 


loop and AC 
tests. Using 
in hard to reach spaces including areas that are 


indoors or fully paved and do not permit driving auxiliary test stakes. It identifies ground loop resistance without 
the need to disconnect then reconnect the earth electrode from system. The Fluke 1630-2 FC stakeless earth 
ground clamp is the kind of high quality, rugged tool. Heavy duty clamp jaw stays in alignment and in calibration 
even in every day, on-the-job industrial environments. The clamp measures earth ground loop resistances for 
multi grounded systems using the dual clamp jaw. This test technique eliminates the dangerous and time- 
consuming activity of disconnecting parallel grounds as well as the process of finding suitable locations for 
auxiliary test stakes. 


Fluke 1587/i400 FC 


Includes the Fluke 1587 FC 2-in-1 Insulation DMM and the Fluke i400 Current 


Clamp 


Fluke 587/MDT FC 


Includes a Fluke 1587 FC 2-in-1 Insulation DMM, FI 
and a Fluke 9040 Phase Rotation 


luke i400 Current Clamp, 
indicator 


Fluke 1587KIT/62MAX+ FC 


Includes the Fluke 1587 FC 


insulation Meter, Fluke 


i400 AC Current Clamp, 


and 62MAX+ IR Thermometer. 


Current | Current | Voltage | Voltage | Display Price Each 
Mfg. Part No. AC Max | DC Max | AC Max | DC Max | Count | Stock No. 1+ 

1587KIT/62MAX+ FC | 400mA | 400mA 1kV AkV 6000 70Y5559 | 1238.99 

FLUKE-1587/1400 FC | 400mA | 400mA 1kV AkV 6000 70Y5554 | 1122.99 

FLUKE-1587/MDT FC | 400mA | 400mA 1kV AkV 6000 70Y5555 | 1479.99 
AC/DC Current, AC/DC Voltage, Capacitance, Continuity, Diode, Frequency, Resistance, 
Temperature 

FLUKE-1587 FC 400mA | 400mA 1kV AkV 6000 70Y5553 | 1038.99 
AC/DC Current, AC/DC Voltage, Capacitance, Frequency, Resistance, Temperature 

FLUKE-1577 400mA | 400mA 1kV AkV 6000 30K6970 831.60 

PIM_84802 
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e newark.com 


Price Each 
Mfg. Part No. Range Frequency Stock No. 1+ 
Ground Resistance, Leakage Current, Current 
FLUKE-1630-2 FC 0.0250hm to 1.5kohm 1kHz 11AC0585 2522.99 
PIM_90372 
U1450A/U1460A SERIES INSULATION RESISTANCE KEYSIGHT 


TESTERS 


TECHNOLOGIES 
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U1450A/U1460A SERIES INSULATION RESISTANCE TESTERS (CONT.) 
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MIT300 SERIES INSULATION TESTERS (CONT.) 


@ Remote testing coupled with report generation counts) - 
capabili e InBGUAR test (4) Testing Testing Price Each 
@ 50 V/100 V/250 V/500 V/1000 V test voltages (1) © |P 67 certified - waterproof and dust proof (5) Mfg. Part No. Voltage Resistance Stock No. 1+ 
@ Adjustable test voltages from 10 V up to 1.1 kV © Tested to withstand a 3 meter (10-ft) drop a 
(2) * @ (-40 °C to +55 °C) operating temperature range ** Analogue / Digital Megohmmeter 
© Up to 260 GO insulation resistance range © *U1461A only MIT300-EN 250V, 500V 10kohm to 999Mohm 58K9693 855.00 
© Full-featured 4.5 digit OLED DMM (66,000 @ **U1453A and U1461A only MIT310A-EN 250V, 500V, 1kV 10kohm to 999Mohm 58K9695 820.00 
Basic Features U1451A U1452A U1453A U1461A | U1452AT @ MIT310-EN 250V, 500V, 1kV 10kohm to 999Mohm 58K9694 855.00 
Display type LCD OLED LCD MIT320-EN 250V, 500V, 1kV 10kohm to 999Mohm 58K9696 1005.00 
Timed, Pl, DAR Timed only Xx MIT330-EN 250V, 500V, 1kV 10kohm to 999Mohm 58K9697 1100.00 
Adjustable insulation 10 V to 1.1 KV PIM_85533 
test voltages = 
DMM display resolution 6,600 counts 660,000 counts 6,600 counts CAT IVIN LATION TESTER 
AC specification Calibra ted for True RMS Calibrated for SU S S Mi eg g e r: 
sine wave sine wave 
@ Insulation testing up to 1000 V and 200 GQ range 
Testing Testing Price Each © Stabilised insulation test voltage (New) 
Mfg. Part No. Voltage Resistance Stock No. 4+ © Single range, faster continuity testing from 0.010 
Digital Megohmmeter fo 1 MQ (New) 
9) 9 @ Adjustable insulation test voltage from 100V to 
U1451A 50V, 100V, 250V, 500V, 1kV 66Gohm 49X8747 = 1000V (New) 
U1452AT 50V, 100V, 250V, 500V, 1kV 66Gohm 49X8749 = e eae i ae and Ee ee 
© Test result storage and Bluetoo' lownloading 
U1452A SOV, 100V, 250V, 500V, 1kV 260Gohm 49X8748 == © Live circuit detection and protection 
U1453A 50V, 100V, 250V, 500V, 1kV 260Gohm 49X8750 -— © Rechargeable options for mains and car charging 
U1461A 50V, 100V, 250V, 500V, 1kV 260Gohm 49X8751 = (New) 
© CAT IV 600 V & IP54 
PIM_212519 Additional Features: 


BM5200 INSULATION RESISTANCE TESTER 


Megger. 


functions 
@ Easy operation and voltage range selection 
@ User settable IR test timer (default 1 min), (max. 
19m 50 s) 
@ AC and DC voltmeter (25 V - 600 V) 
@ Guard terminal to shunt surface leakage currents 
® CATIII 600 V safety rating 


Features: 

@ 17Q, 1.4 mA, 5 kV digital insulation tester with 
digital and analogue display 

@ Five test ranges; 250 V, 500 V, 1000 V, 2500 V 
and 5000 V 

@ Insulation (InS), Polarisation Index (Pl) and 
variable timed test (t) modes 

@ Selectable DC or AC (incl. frequency) voltmeter 

The Megger BM5200 tester is a battery powered instrument with digital and analogue arc display, designed for 

high voltage insulation resistance testing in the maintenance and servicing of cables, rotating plant machinery, 

transformers, switchgear and industrial installations. DC insulation tests are performed at 250 V, 500 V, 1000 

V, 2500 V and 5000 V. Insulation resistance measuring range is 100 kQ to 1000 GQ. Automatic discharge 

for capacitive circuits under test is provided and decaying voltage displayed. The guard terminal can be used 

to minimise the effects of surface leakage and hence erroneous measurements when carrying out insulation 

resistance tests. 


Testing Testing Price Each 
Mfg. Part No. Voltage Resistance Stock No. 1+ 
Digital Megohmmeter 
BM5200 250V, 500V, 1kV, 2.5kV, 5kV 200kohm to 1Tohm 29Y1770 2735.00 
PIM_5465791 


MIT300 SERIES INSULATION TESTERS 


Megger. 


MIT320-EN 


Digital and analog models 

Calibrated 

Neck strap for hands-free operation 

@ Built tough — thick, rubber bumper case 
© Self-contained hinged protective cover 
MIT300 series insulation testers conform to IEC 61010-1 for Category II! 600V applications. Rugged, impact- 
resistant case provides high accuracy and calibration stability. Convenient neck strap allows unit to hang 
comfortably from user’s neck. Powered by eight AA batteries (not included). Also accepts rechargeable batteries. 
Overall dimensions: 3.2”H x8"W x 5.7”D. All models include test lead set with crocodile clips, test lead case and 
neck strap. Mfg. part nos. MIT320-EN and MIT330-EN also include SP3 switch probe. 


@ Simple to use — clear color-coded selectors 
© Large, easy-to-read display 

© Weatherproof to IP54 

@ Three-year manufacturer's warranty 
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© MIT430/2 + PI + DAR + VAR (New) + Bluetooth 


@ MIT410/2 + PI, DAR download 


@ MIT420/2 + Pl, DAR + VAR (New) & result storage 

MIT400 mkz2 series insulation and continuity testers are designed not just for Electrical and Industrial, but with 
an exceptionally wide range of applications from electrical installations, cable testing, motor testing, automotive, 
ESD, panel building, avionics, maintenance etc. All instruments are over-moulded for increased protection and 
achieve an IP54 weatherproof rating. 


Testing Testing Price Each 
Mfg. Part No. Voltage Resistance Stock No. i+ 
Multifunction 
MIT420/2 50V, 100V, 250V, 500V, 1kV 200Gohm 820316 995.00 
MIT410/2 50V, 100V, 250V, 500V, 1kV 200Gohm 82Y0318 1100.00 
MIT430/2 50V, 100V, 250V, 500V, 1kV 200Gohm 820405 1320.00 
MIT400/2 250V, 500V, 1kV 200Gohm 820403 945.00 
PIM_5575291 


MIT480/2 SERIES INSULATION TESTERS 


Megger. 


@ Insulation testing up to 500 V and 100 GQ range in 
a hand held instrument 

© 3 wire connection for A, B and E (Tip, Ring and 
Earth) connection 


© Single range, faster continuity testing from 0.01 

Qto1MO 

Differential measurement capability 

Stabilised insulation test voltage 

© Gated access to 500 V to prevent accidental 600 V Trms AC and DC voltage measurement 
damage Test result storage and Bluetooth® downloading 

@ Rechargeable options for mains and car charging = @ CAT IV 600 V and IP 54 

MIT480 mk2 series insulation and continuity testers replace the original MIT480 range and are designed 

specifically for the Telecommunications and Cable testing markets. 


Three terminal measurement design permits the connection of all three test leads for A, B and E (or Tip, Ring 
and Ground). The measurement pair is selected from the A-B-E (T-R-G) button on the front panel. Selection is 
confirmed in the display. No disconnection of test leads to measure individual pairs are required. 


Alternatively the units can be used as a conventional Two Terminal instrument. 


Testing Testing Price Each 
Mfg. Part No. Voltage Resistance Stock No. i+ 
Multifunction 
MIT485/2 10V to 500V 0.010hm to 100Gohm 99Y5777 1635.00 
MIT481/2 50V, 100V, 250V, 500V 0.010hm to 100Gohm 995776 1430.00 
PIM_5714503 


1398 Go online or call for non-compliant or &?ROHS Compliant products. See page 2 


5kV / 10kV / 15kV DC INSULATION RESISTANCE 
TESTERS 


Industry best guard terminal accuracy 

Compact and lightweight for easy transport and use 

PI, DAR, DD, SV and ramp test 

Unique dual case design provides additional user protection 
Lithium-ion battery - extended capacity, rapid charge 
Advanced memory with time/date stamp 

CATIV 600 V safety rating on all terminals 


The MIT515 (5 kV), MIT525 (5 kV), MIT1025 (10 kV) and 
MIT1525 (15 kV) are designed based on Megger’s extensive 
knowledge of insulation testing (100+ years of experience) 
and significant feedback from actual end users. Megger has 
taken the best insulation testers in the world and improved 
them to add functionality, make them easier to use and easier 


Megger. 


to transport. They include Megger’s patented digital/analog 
display (real-time pointer movement), a CATIV safety rating at 
all terminals and a unique dual case design. 
Testing Testing Price Each 
Mfg. Part No. Voltage Resistance Stock No. 1+ 
Analogue / Digital Megohmmeter 
MIT1525 7.5KV, 15kV 10kohm to 35Tohm 41X4078 8325.00 
@ MIT515 250V, 500V, 1kV, 2.5kV, 5kV 10kohm to 10Tohm 9472039 4765.00 
MIT525 250V, 500V, 1kV, 2.5kV, 5kV 10kohm to 10Tohm 9472040 6215.00 
MIT1025 500V, 1kV, 2.5kV, 5kV, 10kV 10kohm to 20Tohm 9472038 7540.00 
PIM_89376 


CAT IV Insulation Tester 


Features: 
@ Insulation testing up to 2.5kV and 200GQ range in a 
handheld instrument 

Guard terminal for high resistance accuracy 
Adjustable insulation test voltage from 50V to 2500V 
Rechargeable options for AC and car charging 
Stabilized insulation test voltage 
Single range, faster continuity testing from 0.10 to 1MQ 
Polarization Index (PI) & Dielectric Absorption Ratio (DAR) 
@ CATIV 600V applications 


The MIT2500 insulation and continuity tester has been 
designed for Electrical and Industrial test applications, where 
operation voltages exceed 1000 V and higher insulation test 
voltages are needed. 
The MIT2500 offers both fixed range voltages of 50 V, 100V, 

250 V, 500 V, 1000 V and 2500 V, as well as a variable range that allows any voltage between 50 V and 2500 
V to be “dialed in”. This is supported by the new test voltage feedback control, which maintains the output test 
voltage to within 2% of the selected range, even when under test. 
The MIT2500 uses the redesigned case, back-stand, and 6 cell battery compartment, as well as incorporating a 
guard terminal to reduce surface tracking currents that reduce accuracy at higher voltages. 
All instruments are over-moulded for increased protection and achieve an IP54 weatherproof rating 


Megger. 


Testing Testing Price Each 
Mfg. Part No. Voltage Resistance Stock No. 1+ 
Multifunction 
MIT2500 50V, 100V, 250V, 500V, 1kV, 2.5kV 10Gohm to 200Gohm | 99Y5778 | 2130.00 
PIM_5713815 


CLAMP-ON DIGITAL EARTH/GROUND RESISTANCE 

TESTERS 

@ Elliptical clamp shape improves access to earth cables 
and straps up to 50 mm 

@ Low maintenance flat jaw interface 

@ Measures ground resistance from 0.05 © to 1500 Q 

@ Measures true RMS ground leakage current from 0.5 
mArms to 35 Arms 

© CAT IV 600 V safety rating 

@ Backlit LCD display 

DET24C Additional Features: 

@ IrDA USB interface to PC 

@ Advanced memory functionality with download 

@ Megger PowerDB/PowerDB LiteTM compatible 

The DET14C and DET24C represent a new generation 

of earth/ground clamp-on resistance testers. These instruments induce a test current into earth systems and 

measure ground resistance in multi ground installations without needing to disconnect the ground. They offer 

market leading access, advanced features, simple operation and CAT IV 600 V safety protection. The clamp 

head accommodates up to 37 mm diameter cable and 50 mm earth tapes making them suitable for use in power 

stations, substations, towers and many more facilities. 


Megger. 


Price Each 
Mfg. Part No. Range Frequency Stock No. “he 
Ground Resistance, True RMS Current 
DET14C 0.050hm to 15000hm 1390Hz 1470804 1905.00 
PIM_85538 


1.800.463.9275 © newark.com 


HAND HELD TEST EQUIPMENT 


INSULATION & GROUND RESISTANCE TESTERS 


EARTH/GROUND RESISTANCE TESTERS 


Megger. 


Megger. versa 
7 191 


DET3TA 


DETS3TC, DET3TD, DET4T2 Series 
The professional digital ground tester kit included with mfg. part nos. DET4TC2+KIT and DET4TCR2+KIT 


consists of a current measuring clamp with connecting lead for ART testing method, a voltage inducing 
clamp, calibration check PCB (two clamp measurements) with connecting lead, two field calibration check 
devices for instrument and clamps, and a right angled adaptor kit. Mfg. part nos. DET4TC2+CLAMP and 
DET4TCR2+CLAMP include a current measuring clamp. 
Price Each 
Mfg. Part No. Range Frequency Stock No. 1+ 
2 and 3 Pole 
DET3TC 0.010hm to 20000hm 70K9553 1475.00 
DET3TD 0.010hm to 20000hm 78K5049 1300.00 
2,3 and 4 Pole 
DET4TC2 0.010hm to 200kohm 128Hz 99M2715 2690.00 
DET4TC2+CLAMPS 0.010hm to 200kohm 128Hz 98M0705 3745.00 
DET4TC2+KIT 0.010hm to 200kohm 128Hz 98M0706 = 
DET4TCR2 0.010hm to 200kohm 128Hz 99M2713 2885.00 
DET4TCR2+CLAMPS 0.010hm to 200kohm 128Hz 98M0703 4205.00 
DET4TCR2+KIT 0.010hm to 200kohm 128Hz 98M0704 = 
@ DET4TD2 0.010hm to 20kohm 128Hz 99M2717 2135.00 
DET4TR2 0.010hm to 20kohm 128Hz 99M2719 2545.00 
PIM_87083 


ANALOG 5SkV INSULATION TESTER 


© Four test voltages to 5 kV 

@ Hand crank or 8AA batteries 

@ Shock mounted analog scale 

® Voltage range to 600V indicates 
auto discharge 

@ Pass/fail overlays for rapid testing 

Mfg. part no. MJ15 is compact, simple 

to use, quick and accurate. It measures 

to 20 Gohms, with test voltages 500 V, 

1 kV, 2.5 kV, or 5 kV. Comes complete 

with soft carrying case, test lead set, 

test record cards, and 8AA batteries. 


Megger. 


Testing Testing Price Each 
Mfg. Part No. Voltage Resistance Stock No. 1+ 
Analogue Megohmmeter 
MJ15 500V, 1kV, 2.5kV, 5kV 100kohm to 20Gohm 70K3429 3890.00 
PIM_89377 


PEL 100 SERIES POWER AND ENERGY 
LOGGERS 


Features: 

© Simple to use, single-, dual- (split-phase) and three- 
phase (Y, 4) power & energy loggers 

@ Provides all the necessary functions for Power and Energy 
data logging for 50Hz, 60Hz, 400Hz and DC distribution 
systems 

© Current measurements from 200mA up to 10,000A using 
flexible current sensors 

@ Automatic recognition of the connected current sensors/ 
probes 

@ Power measurements: VA, W and var 

@ Energy measurements VAh, Wh (source/load indication) and 

varh (including quadrant indication) 

Record cost of energy usage 

Power Factor (PF), Cos (f), Tan (F) and DPF 

Total Harmonic Distortion (THD) for voltages and currents 

Harmonics up to the 50th order for 50/60Hz voltages and 

currents and 7th order for 400Hz 

® Simultaneous RMS measurements of each phase @ 128 
samples/cycle and DC 

© Bright blue, four line LCD on Model PEL 103 (3 
phases shown simultaneously) 

© Storage of measured and calculated values on a 
SD-Card or SDHC-Card 

© Configuration of current and voltage ratios to 
external PT and CT ratios 


C€ Gy AEMC™ 


INSTRUMENTS 


@ USB, LAN, and Bluetooth communication 
@ Includes DataView® software for data 
storage, real-time display, analysis and report 
generation with supplied pre-defined or custom 
templates 
@ PEL 102 -noLCD 
© PEL 103 - with LCD 
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HAND HELD TEST EQUIPMENT 


POWER QUALITY ANALYZERS 


PEL 100 SERIES POWER AND ENERGY LOGGERS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


SINGLE-PHASE POWER QUALITY ANALYZERS (CONT.) 


Chan- Voltage | | Price Each_ Chan- Voltage | Price Each 
Mfg. Part No. nels rms Stock No. 1+ Mfg. Part No. nels rms Stock No. i+ 

Current, Energy, Power, Voltage Current, Energy, Frequency, Harmonics, Power, Voltage 

PEL 102 3 100V to 2kV 48W6613 2145.00 8230 1 OV to 600V 05M6608 = 

PEL 103 3 100V to 2kV 52W8850 2375.00 8230 W/MN193-BK 1 OV to 600V 41M6853 — 

PEL 105 9 10V to 1kV 02AC7052 3895.00 8230 W/MN93-BK 1 OV to 600V 72M5398 —_ 

PEL 105 W4 AMPFLEX SENSORS 9 10V to 1kV 02AC7053 4995.00 8230 W/SR193-BK 1 OV to 600V 72M5400 = 
PIM_209474 PIM_5500168 


SINGLE-PHASE POWER QUALITY METERS 


(Gy AEMG" 


INSTRUMENTS 


@ Measures up to 660Vrms or Vde @ The Max and Min RMS measurements are 

@ Measures up to 6500Aac or 1400Adc (probe calculated every half-period 
dependent Captures and displays inrush current 

@ Displays Min, Max and Average Volts and Amps, Calculates and displays phase rotation and RPM 
Crest Factor, Peak Value and K-Factor Displays temperature in both °F and °C 

© Calculates and displays Watts, VARs and VA, Displays resistance up to 20000 


THREE PHASE POWER QUALITY ANALYZERS 

Features: 

@ Measurement of TRMS voltages up to 1000Vrms AC / 1200VDC 

@ Measurement of TRMS currents up to 10kArms (sensor dependent) 

@ Measures up to 5000ADC with the AC/DC Current 
Probe Model J93 

® Calculation of neutral current and voltage 

© Frequency measurement (40 to 70Hz systems) 

@ Records and displays trend data as fast as once per 
second for one month up to 29(8333) or 41(8336) 
variables 

© Captures up to 51(8333) or 210(8336) transient 
occurrences on all V and A inputs 

@ Measures harmonics (referenced to the fundamental 
or RMS value) for voltage, current or power up to the 
50th harmonic 

@ Recording, time stamping and characterization 
of disturbances (swells, sages and interruptions, 
exceedence of power and harmonic thresholds) 


AEC’ 


INSTRUMENTS 


© Flexibel Sensor 


Power Factor and Displacement Power Factor for 
single-phase and balanced three-phase 
@ Measures and records power systems (kW, VA, 


Conducts continuity and diode tests 
Stores up to nine complete sets of readings for all 
volt, amp, power and harmonic measurements 


© 2GB SD Card for Trend Recording memory; Alarm, 
Snapshot, Transient and Inrush stored in internal 
flash memory (8336 only) 


© Sensor Opening 


Connector 
® Shielded Lead 
@ Custom 4-pin input Connector 


kVAR) © Operates on batteries or optional power adapter 
@ Energy metering (kKAh, VARh, kWh) @ Download stored data snapshots to DataView® 
© Displays total harmonic distortion (THD-F and software via optical USB port (included) 


THD-R) for voltage and current @ Includes FREE DataView® software for configuring 
@ Displays individual harmonic values and % for data storage, real-time waveform display, analysis 
volts and amps through the 50th harmonic and report generation 
The Model 8220 is a single-phase AC + DC power meter with an electroluminescent backlit digital display 
and is rated to 600V CAT Ill. It is a measurement tool for electrical parameters and distribution network 
disturbances, enabling the user to obtain instant measurements of the main characteristics of a single-phase 
network (voltage, current, power, voltage and current harmonics, etc.) and to monitor machinery in operation 


(temperature, inrush current and duration of operation, distance of windings and rotational speed). The Model 
8220’s accuracy is better than 1% (excluding current sensors). It has a great flexibility due to AEMC’s range 
of current sensors, measuring from a few hundred milliamps to several thousand amps. The Model 8220 is 
designed for technicians, control and maintenance engineers, as well as electrical contractors and educators. 
Chan- Band- Voltage Price Each 
Mfg. Part No. nels width rms Stock No. 1+ 
Current, Energy, Frequency, Harmonics, Power, Voltage 
8220 1 7.68kHz OV to 600V 72M5391 = 
8220 W/193-24-BK 1 7.68kHz OV to 600V 72M5396 = 
8220 W/MN193-BK 1 7.68kHz OV to 600V 72M5392 es 
8220 W/MN93-BK 1 7.68kHz OV to 600V 72M5393 eas 
PIM_5500170 


SINGLE-PHASE POWER QUALITY ANALYZERS 
POWERPAD JR. 


() AEMG" 


INSTRUMENTS 


@ Measures up to 660Vrms or Vde waveforms and statistics 


@ Measures up to 6500Aac or 1400Adc (probe © Stores up to eight screen captures 
dependent) © Stores up to 1MB of trend recorded data 
@ Displays Min, Max and Average Volts and Amps, © Configurable from DataView® software or front 
Crest Factor, Peak value and K-Factor panel 
© Calculates and displays Watts, VARs and VA, © Download stored data to DataView® software via 
Power Factor and Displacement Power Factor for optical USB port (included) 
single-phase and balanced three-phase © Captures up to 4096 alarm events from up to 10 
© Measures and records power systems (kW, VA, different thresholds 
kVAR) © Displays and records up to 17 different power 
@ Energy metering (kKAh, VARh, kWh) quality parameters 


© Displays total harmonic distortion (THD-F and @ Includes FREE DataView® software for configuring 
THD-R) for voltage and current data storage, real-time waveform display, analysis 
@ Displays individual harmonic values and % for and report generation 
Volts and Amps through the 50th harmonic @ The Max and Min RMS measurements are 
© Captures, displays and stores inrush current calculated every half-period 
The PowerPad® Jr. Model 8230 is a single-phase power quality analyzer that is easy-to-use, compact and 
shock-resistant. It is intended for technicians and engineers to measure and carry out diagnostic work and power 
quality work on single- or three-phase balanced load networks. 
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@ Measures energy VAh, VARh & Wh and reports 
quantities according to IEEE 1459 standards (P; 
Q1; D; N; S) 7 

© 65us/sample transient recording . 

@ FREE DataView® software is included for configur- 
ing real-time display and report generation ‘ 

193-24-BK Probe Features: 

The PowerPad@ III Model 8336 & 8333 are three-phase power quality analyzers that are easy-to-use, compact 

and shock resistant. They enable technicians and engineers to measure and carry out diagnostics and power 

quality work on one-, two- or three- phase networks. 

Model 8333: 

The Model 8333 has memory available for storing trend data, alarms, transients, and snapshot data. The user 

can store up to 12 screen snapshots, up to 51 captured transients that contain four cycles for each active input, 

and 4,000 alarm events from up to 10 different parameters. Trend data can also be recorded for days, weeks 

or even months. Three current and four voltage input terminals are provided are provided. It is IEC 61000-4-30 

lass B and safety rated to 600V CAT IV. 

lodel 8336: 

The Model 8336 has 2GB of memory available for storing trend data. Additional internal memory is used to 


MR193-BK Probe Features: 
e Jaws 
Protective Guard 


Jaw Opening Lever 
Two-position Range Switch 
Shielded Lead 


=oQ 


let you store alarms, transients, and snapshot data. The user can store up to 50 screen snapshots, up to 
210 captured transients that contain four cycles for each active input, and 10,000 alarm events from up to 40 
different parameters. Trend data can also be recorded for days, weeks or even months. Inrush current can also 
be captured and stored. Five voltage and four current inputs are provided. It is IEC 61000-4-30 Class B and 
safety rated to 600V CAT IV. 
Chan- Band- Voltage Price Each 
Mfg. Part No. nels width rms Stock No. 1+ 
Current, Energy, Frequency, Harmonics, Power, Voltage 
8333 1 69Hz 2V to 1kV 284182 3895.00 
8333 W/193-24-BK 1 69Hz 2V to 1kV 53X2618 4790.00 
8333 W/MR193-BK 1 69Hz 2V to 1kV 53X2619 4880.00 
8336 1 69Hz 2V to 1kV 78X5930 5495.00 
8336 W/193-24-BK 1 69Hz 2V to 1kV 78X5935 6310.00 
8336 W/MN193-BK 1 69Hz 2V to 1kV 78X5936 6375.00 
PIM_5465557 
FLUKE-345 POWER QUALITY CLAMP G C 4 
FLUKE 
METER wi 2 


® Clamp-on measurement without breaking the circuit 

© Accurate in noisy environments even with distorted waveforms 
® Datalogging power parameters for minutes or months 

@ Troubleshoot, analyze and log harmonics digitally or graphically 
© Capture and analyze nuisance tripping, from 3 to 300 seconds 
e 
e 
) 


3-Phase power — built-in capability for balanced loads 
View graphs and generate reports with Power Log software 
600V CAT IV safety rating, CSA certified, CE compliant 


Mfg. part no. FLUKE-345 power quality clamp meter features a bright, 
color LCD display with 2-level backlight to analyze the harmonic spectrum, 
a low-pass filter to remove high frequency noise, and a high EMC immunity 
design. Ideal for commissioning, troubleshooting and measuring modern 
electrical switching loads, such as variable frequency drives, electronic 
lighting and UPS systems. Additionally, the Hall Effect measurement 
system makes measurement of DC current possible without the need to 
break the circuit, and the internal memory enables long-term datalogging 
for analysis of trends or intermittent problems. Meter comes complete 
with Power Log software, test leads and probes, alligator clips, USB cable, international AC adapter/battery 
eliminator, soft carrying case, printed user manual and multi-language manual on CD . 
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HAND HELD TEST EQUIPMENT 


POWER QUALITY ANALYZERS 


FLUKE-345 POWER QUALITY CLAMP METER (CONT.) 


FLUKE 1736 and 1738 THREE-PHASE POWER LOGGERS FLUKE. 
Chan- Band- Voltage Price Each n 
Mfg. Part No. nels width rms Stock No. 1+ 
Current, Energy, Frequency, Harmonics, Power, Voltage 
FLUKE-345 2 4kHz OV to 825V 30M9566 es 
PIM_90371 
430 SERIES Il THREE-PHASE POWER QUALITY, ENERGY FLUKE. 


& MOTOR ANALYZERS 


Measure all three phases and neutral 
Comprehensive logging 

Capture dips, swells, and inrush currents 
Bright, color touch screen 

Optimized user interface 

Complete “in-the-field” setup through the front 
Fluke 1736 and 1738 Three-Phase Power Logger built with Fluke Connect® mobile app and desktop software 


panel or Fluke Connect App 
@ Energy Analyze Plus application software 
© Compact, rugged design with IP65 case 
® 600 V CAT IV/1000 V CAT Ill rated 


e 
e 
e 
e 
e @ 1-year manufacturer's warranty 
e 


Applications: 
@ PowerWave data capture 
@ Power inverter efficiency 


@ Frontline troubleshooting 
@ Predictive maintenance 
@ Long-term analysis 


@ Energy monetization @ Load studies 


© Energy assessment 


The Fluke 434 Il Energy Analyzer is the ideal tool for energy logging. Utilizing the new Energy Loss Calculator 
function, the 434 Il measures the fiscal cost of energy wasted due to poor power quality. This energy monetization 
capability allows you to identify the most energy-wasteful areas of your facility so you can determine potential 
energy saving solutions. Add basic power quality measurements to the package and you're got yourself one 
powerful troubleshooting tool. 


Think of the Fluke 435 II Power Quality and Energy Analyzer as your insurance policy. No matter what goes 
wrong in your facility, with the 435 Il you will always be prepared. Equipped with advanced power quality 
functions and energy monetization capabilities, there is no electrical issue this model can’t handle. 


The Fluke 437 Series Il 400Hz Power Quality and Energy Analyzer is designed specifically for the defense 
and avionics industries. Capable of measuring up to 400 Hz, the 437 Il is a must-have for those working in 
submarines, aircrafts, and other transport applications. 


The Fluke 438-II Power Quality and Motor Analyzer adds key mechanical measurement capabilities for electric 


motors to the advanced power quality analysis functions of the Fluke 430 Series II Power Quality Analyzers. 
Quickly and easily measure and analyze key electrical and mechanical performance parameters such as power, 
harmonics, unbalance, motor speed, torque and mechanical power without the need of mechanical sensors. 
Fluke 434-II, 435-II and 437-II Power Quality Analyzer users can add motor analysis capabilities to their existing 
units with the Fluke-438-II/MA Motor Analyzer upgrade kit. 
Chan- Band- Voltage Price Each 
Mfg. Part No. nels width rms Stock No. 1+ 
Current, Energy, Harmonics, Power, Voltage 
FLUKE-438- 8 100Hz 1kV 820423 = 
FLUKE-438-II/BASIC 8 100Hz 1kV 820424 = 
Energy, Harmonics, Power 
FLUKE-434- 8 100Hz 1V to 1kV 76T4890 = 
FLUKE-434-II/BASIC 8 100Hz 1V to 1kV 7674891 = 
FLUKE-435- 8 100Hz 1V to 1kV 7614892 = 
FLUKE-435-II/BASIC 8 100Hz 1V to 1kV 7614893 = 
FLUKE-437- 8 400Hz 1V to 1kV 7674894 = 
FLUKE-437-II/BASIC 8 400Hz 1V to 1kV 7674895 = 
PIM_199463 
1660 SERIES MULTIFUNCTION INSTALLATION TESTERS 
: FLUKE = 
© Insulation PreTest 
@ AUTO-TEST sequence 
@ Fluke Cloud™ Storage 
@ Fluke Connect ShareLive™ Video Calls 


The Fluke 1664 FC is the only installation tester that (o) 
helps prevent damage to connected appliances, 
and allows users to wirelessly share results from 
the field. The Fluke 1663 instrument is ideal 
for professional users — high-end functionality, advanced measurement capability, yet it is still easy to use. 
Operation is intuitive and easily mastered by all levels of field workers. The Fluke 1662 gives you Fluke reliability, 


simple operation and all the testing power you need for basic installation testing. Included Accessories: 6x AA 
(IEC LR6) cell batteries, C1600 hard carrying case, zero adapter, heavy duty mains cord, STD standard test lead 
set, padded carrying and waist strap, quick reference guide, TP165X remote control probe and lead set (FTP/UK 
fused probes, UK only), User’s manual on CD-ROM. 
Voltage Price Each 
Mfg. Part No. rms Stock No. 1+ 
Current, Frequency, Resistance, Voltage 

FLK-1662 SCH 500V 820420 1455.99 

FLK-1663 SCH 500V 8270421 2079.99 

FLK-1664FC SCH 500V 820422 2734.99 
PIM_5529523 


1.800.463.9275 © newark.com 


compatibility gives you the data you need to make critical power quality and energy decisions in real-time. The 
best test tool for conducting energy studies and basic power quality logging, the 1736 and 1738 automatically 
captures and logs over 500 power quality parameters so you have more visibility into the data you need to 
optimize system reliability and savings. 
Chan- Band- Voltage Price Each 
Mfg. Part No. nels width rms Stock No. 1+ 
Current, Energy, Frequency, Harmonics, Power, Voltage 
FLUKE 1736/B 4 3.5kHz 1kV 598618 6369.99 
FLUKE-1736/EUS 4 3.5kHz 1kV 59Y8620 6859.99 
FLUKE 1738/B 4 3.5kHz 1kV 5978619 6426.99 
FLUKE-1738/EUS 4 3.5kHz 1kV 5978621 7779.99 
PIM_88084 


FLUKE VR1710 VOLTAGE QUALITY RECORDER 


@ Fast and easy recording of voltage trends, dropouts, and power quality 

@ Easy to use 

® Continuous recording of all values with no gaps 

© Clear graphical summary of data and quick overview of key power 
quality parameters 

© Min, Max, Average RMS values (1/4 cycle) with time stamps 

® Actual transient display (>100 ys) with time stamp 

@ Flicker according to EN 61000-4-15, individual harmonic and THD 
values with trends 

© Statistical analysis of voltage event 

@ Includes PowerLog software package for quick download, analysis, and 
automatic reporting 

Mfg. part no. Fluke VR1710 is a single-phase, plug-in voltage quality 

recorder for detecting and recording voltage quality problems. Voltage quality 

parameters including RMS average, transients, flicker, and harmonics up to 

the 32nd are recorded using a user-selected average period from 3 seconds to 10 minutes.The Fluke VR1710 


satisfies the needs of maintenance and facilities management personnel in industrial, utilities, and large service 
organizations where reliable voltage quality is essential. 
Chan- Band- Voltage Price Each 
Mfg. Part No. nels width rms Stock No. 1+ 
Frequency, Harmonics, Power, Voltage 
FLUKE-VR1710 3 60Hz TOV to 300V 71M3716 1674.99 


PIM_103578 


MPQ1000 HANDHELD POWER QUALITY ANALYZERS M egger. 


® Auto CT identifies the current clamp that is 
connected to the analyzer as well as the range to 
which the CT is set 

© Configuration verification which identifies and 


® On-board data analysis which can compare results 
against canned or custom standards. Create your 
own templates for internal your company standards 
© SD Card Support, USB Card Support, USB 
notifies you if the product has been connected Communications as well as Ethernet connections 
incorrectly making it versatile 
MPQ1000 handheld power quality analyzer has features which make it ideal for troubleshooting, compliance 
testing and energy audits. Auto CT identification eliminates potential errors due to wrong CT range settings. The 
analyzer will automatically identify the CT and verify it is connected correctly. This means you can be confident 
you will have the correct data. 


Chan- Voltage Price Each 
Mfg. Part No. nels rms Stock No. 1+ 

Current, Energy, Frequency, Harmonics, Power, Voltage 

MPQ1000 8 OV to 1kV 13AC9810 5672.00 

MPQ1000-B-KIT 8 OV to 1kV 13AC9811 sok 

MPQ1000-G-KIT 8 OV to 1kV 13AC9812 10495.00 

MPQ1000-S-KIT 8 OV to 1kV 13AC9813 9985.00 
PIM_5714502 
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@ Indicates RoHS Compliant 4] Find Datasheets Online 


POWER & ENERGY LOGGE 


1732 AND 1734 THREE PHASE ELECTRICAL ENERGY 
LOGGERS 


Measure all three phases 

Comprehensive logging 

Optimized user interface 

Bright, color touch screen 

Optimized user interface 

Complete “in-the-field” setup through the front 
panel or Fluke Connect 

@ Fully integrated logging 

@ Energy Analyze Plus application software 

Fluke 1732 and 1734 Three-Phase Electrical Energy 
loggers introduce a new simplicity to discovering 
sources of electrical energy waste. Discover when 


FLUKE « 


CES. 


No need to reconnect wires 

Measure every parameter 

5 MHz, 8000 Vpk waveform capture 

Quickly retrieve data 

Capture every measurement, every event, on every cycle, 
all the time with the Fluke 1750 Power Recorder. 


and where energy in your facility is being consumed; from the service entrance to individual circuits. Access and 
share data remotely with your team via the Fluke Connect® app so you can maintain safer working distances 
and make critical decisions in real-time, reducing the need for protective equipment, site visits and check-ins. 
Price Each 
Mfg. Part No. Stock No. 1+ 
Basic Version, (excludes current probes) 
FLUKE 1732/B 12AC4523 4054.99 
Basic Version, with Fluke Connect (excludes current probes) 
FLUKE 1734/B 12AC4524 4569.99 
EU and US Version, (includes current probes) 
FLUKE-1732/EUS 12AC4525 4569.99 
EU and US Version, with Fluke Connect (includes current probes) 
FLUKE-1734/EUS 12AC4526 4899.99 
PIM_5700678 
FLUKE 1750 THREE-PHASE POWER RECORDER 
; FLUKE « 
@ Power quality that meets the standard 
@ Wireless interface 
© Quick and reliable configuration C € 
@ Threshold-free setup 
© Captures everything 
© Intuitive PC software 
@ Plug and play 
e 
e 
e 
e 


Outstanding accuracy and resolution provide complete 
visibility into your installation or distribution system. 
Price Each 
Mfg. Part No. Stock No. 1+ 
Basic Power Quality Recorder, No Tablet 
FLUKE-1750/B/NT 76Y7707 = 
Power Quality Recorder / Analyzer, No Tablet 
FLUKE-1750/NT 76Y7708 ae 
Power Quality Recorder / Analyzer, with Four Current Probes, No Tablet 
FLUKE-1750-TF/NT 76Y7706 ae 
Three-Phase Power Quality Recorder with Four 1000A Probes 
FLUKE-1750-TF/ET 13AC1777 nee, 
Three-Phase Power Quality Recorder with Four 400A Probes 
FLUKE-1750/ET 13AC1779 — 
Three-Phase Power Quality Recorder without Probes 
FLUKE-1750/B/ET 13AC1778 a5 
Three-Phase Power Recorder 
FLUKE-1750-TF 19X0058 eee 
PIM_5723719 
PHASE ROTATION INDICATOR FLUKE. 


Features: 

Three phase indication 

@ Indication of phase rotation 
@ Large LCD display 

® Voltage range: 40 to 700V 

@ Frequency range: 15-400Hz 
e 
e 
e 


No battery required — power supplied by unit under test 

Rated CAT II 600V to ground 

Two-year manufacturer's warranty 
Mfg. part no. FLUKE-9040 phase rotation indicator is 
a portable, handheld instrument designed to detect and 
measure the phase rotation in all areas where three phase 
supplies are used to feed motors, drives and electrical 
systems. Provides clear indication of the three phase via an 
LCD display and the phase rotation direction (clockwise or 
counterclockwise) to determine correct connections. It allows 
rapid determination of phase sequence and has a voltage 
and frequency range suitable for commercial and industrial 
applications. Meets IEC 61010/EN 61010, IEC 61557-7/EN 


61557-7 electrical safety specifications. Comes complete with three self-retaining test leads, probes, alligator 


clips and users manual. 


> CONTINUED > 


PHASE ROTATION INDICATOR (CONT.) 


Frequency Voltage Price Each 
Mfg. Part No. Range Range AC Stock No. ihe 
FLUKE-9040 15Hz to 400Hz 40V to 690V 52K4229 409.99 
PIM_85494 


PSA SERIES 2 & 5 1.3GHZ TO 6GHZ PORTABLE RF JS 

SPECTRUM ANALYZERS = T T 

@ Measurement in dBm or dBuV, mV or uW 

® Zero span mode with AM and FM audio demodulation 

© Trace modes of normal, peak hold and trace average 

@ Live, View and Reference traces in contrasting colours 

© Twin markers with readout of absolute & difference values 

© Smart marker movement with selectable peak tracking 

@ Frequency presets and independent state storage 

© Auto-find automatically sets sweep parameters for the highest 
signal found 

Unlimited storage for waveforms, set-ups and screens 

User assignable file names, file stamping from real-time clock 
USB interfaces for Flash drives and PC connection 
Comprehensive status and context sensitive help screens 
More than 8 hours continuous operation from a charge 
Smaller and lighter than other spectrum analyzers (weight 
only 0.56 kg) 

@ {MHz to 1300MHz or 2700MHz frequency range 
© Resolution bandwidths of 1MHz, 280kHz or 15kHz 
© -96dBm typical noise floor at -20dBm reference 


© Resolution 
bandwidths from 300Hz to 10MHz (1:3:10) 


level @ <-{20dBm noise floor at -40dBm ref. level and 

@ 40MHz to 3600MHz or 6000MHz frequency range 10kHz RBW (better than -160 dBm per Hz) 
@ Frequency counter with down to 10Hz resolution 
PSA Series 2: 
PSA Series 5: 

Frequency | Price Each 

Mfg. Part No. Range Stock No. 1+ 

PSA Series 2 
@ PSA1302 4MHz to 1.3GHz 63W2662 = 
@ PSA2702 4MHz to 2.7GHz 63W2665 — 
PSA Series 2 + SC Kit and U01 
@ PSA1302USC 4MHz to 1.3GHz 63W2663 Sa 
@ PSA2702USC 4MHz to 2.7GHz 63W2666 SS 
PSA Series 5 
@ PSA3605 10MHz to 3.6GHz 67X5558 2347.00 
@ PSA6005 10MHz to 6GHz 67X5560 2787.00 
PSA Series 5 + SC Kit and U01 
@ PSA3605USC 10MHz to 3.6GHz 67X5559 2642.00 
@ PSA6005USC 10MHz to 6GHz 67X5561 3077.00 
PIM_211413 


HAND-HELD SPECTRUM ANALYZERS, 3.3 GHz 


AND 8.5 GHz 

@ Frequency range 50kHz to 3.3GHz or 8.5GHz 

@ Portable, weighs 1.8 kg including the battery 

© 4 hour battery life; easy-to-replace rechargeable 
lithium-ion battery 

USB interface for PC connectivity 

PC software for remote control and documentation of 
measurement results 

© Conveniently save measurement data to USB flash drive 
@ Large easy-to-read color display 

@ External trigger for zero span measurements 
SCPI-like remote control commands 


Full-featured spectrum analyzers are compact, light weight 


for quick and precise signal investigations. Built-in tracking 
generator to rapidly determine transmission characteristics of 2 port devices (model 2652A). Measurement 
functions: channel and adjacent channel power, occupied bandwidth, electric and magnetic field strength. Smart 
one button “Auto Tune” function automatically scans the full frequency range, detects and centers the maximum 
signal, and configures optimum values for RBW, VBW, sweep time and reference level. All models include AC 
adapter, PC software and USB cable, lithium-ion battery, soft carrying case, accessory pouch and users manual. 
Frequency Price Each 
Mfg. Part No. Range Sensitivity Stock No. 1+ 
50kHz to 3.3GHz 
@ 2650A 50kHz to 3.3GHz -127dBm 09R1812 6500.00 
50kHz to 3.3GHz, with Tracking Generator 
@ 2652A 50kHz to 3.3GHz -127dBm 09R1813 8550.00 
50kHz to 8.5GHz 
@ 2658A 50kHz to 8.5GHz -127dBm 09R1814 10995.00 
Accessories 
PIM_147959 
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HAND HELD TEST EQUIPMENT 


SPECTRUM ANALYZERS 


HAND-HELD RF SPECTRUM ANALYZERS 


Mfg. part no. N9340B Feat 


ures: 


KEYSIGHT 


TECHNOLOGIES 


© 6.5” transflective LCD with 640 x 480 resolution 

@ Multi-language user interface: 11 languages 

@ Modern USB connectivity for PC control and 
data transfer 

@ Low SSB phase noise helps detect low signals 
close to carrier 

@ Narrow RBW helps to resolve close-in signals 

@ Measurement applications for HD radio and DSL 


interference testing @ Pulse 
@ Four hours of battery life @ Remote Language 
Mfg. part no. N9342C, N9343C and N9344C Compatibility 


Features: 

@ AM/FM Tune and Listen 
@ Analog Demodulation © Spectrogram 

© Field Strength Measurement © Stimulus Response 


Mfg. part no. N9340B provides good usability and exceptional performance for installation and maintenance, 
spectrum monitoring, and on site tasks. Supports one-button measurement in occupied bandwidth, channel 
power and adjacent channel power ratio, virtually eliminating set up time in the field. Comes with multi-language 
quick start tutorial, CD-ROM of manual, and a soft carrying case. 3 GHz pre-amplifier, 3 GHz tracking generator 
and a hard-side transit case are available; go online or call. Mfg. part no. N9342C, N9343C and N9344C 


@ SCPI Code Compatibility 
© Spectral Emissions Mask 


handheld spectrum analyzer features outstanding RF performance, 1-button power measurements, and up 
to 20Ghz tracking generator and optional built-in GPS. These models adopt ergonomic design and innovative 
software features to remarkably improve the efficiency in your daily maintenance and troubleshooting work. 
Frequency Price Each 
Mfg. Part No. Range Sensitivity Stock No. 1+ 
N9340B 100kHz to 3GHz -144dBm 94M4922 = 
N9342C 100kHz to 7GHz -144dBm 73R8353 = 
N9343C 4MHz to 13.6GHz 20dBm 4776062 = 
N9344C 1MHz to 20GHz 20dBm 4377592 = 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1- 
N9342CK-1DN | Adapter and Charger | N9342C Handheld Spectrum Analyzers | 3272227 339.00 
N9342CK-BCG| Battery Charger | N9342C Handheld Spectrum Analyzers | 3272233 411.00 
N9342CK-SCC | Soft Carrying Case |N9342C, N9343C and N9344C} 4674396 | 204.00 
Handheld Spectrum Analyzers 
N9344CK-SCC | Soft Carrying Case }N9342C, N9343C and N9344C| 4679488 | 203.00 
Handheld Spectrum Analyzers 
N9344CK-BCG| Battery Charger N9344C Handheld Spectrum Analyzers | 6374505 407.00 
N9343CK-BCG| Battery Charger | N9343C Handheld Spectrum Analyzers | 7970450 | 411.00 
N9343CK-SCC | Soft Carrying Case }N9342C, N9343C and N9344C| 79T0456 | 204.00 
Handheld Spectrum Analyzers 
N9343CK-1DN | Adapter and Charger | N9343C Handheld Spectrum Analyzers | 79T0463 339.00 
PIM_211859 
FIELDFOX RF SPECTRUM ANALYZERS KEYSIGHT 


Features: 

@ Bright 6.5” color anti-glare LCD display with LED 
backlight 

@ Task-driven keys are grouped to easily perform 
standard field measurements 

© Portrait design and large buttons for easy operation, 

even with gloves on 

Dedicated marker keys for quick marker function 

access 

Backlit keypad 

Easily accessible battery compartment 

LAN port for fast data transfer 

Mini SD flash card slot for additional data storage 

USB ports for convenient data transfer 

Connector covers help keep dust out 

Convenient side strap makes it easy to hold and carry 

Meets MIL-PRF-28800F Class 2 specification 

Dimensions: 11.5°H x 7.4"W x 2.8"D (292 x 188 x 72mm) 

Lightweight: 6.2 Ibs/2.8kg including battery 

Measurements: 


TECHNOLOGIES 


number of points 
changes 

@ Mechanical open, 
short, load calibra- 
tion support 


Cable and Antenna Analyzer: 


© Cable and antenna analyzer for return loss, one- 
port cable loss, distance to fault, line sweeping, 
and VSWR measurements 

@ Vector network analysis, vector voltmeter, power 
meter 

© Spectrum analysis, interference analysis, inde- 
pendent signal generator 

© Optional preamplifier; order separately below 

Calibration: 

@ Integrated QuickCal allows user to calibrate Field- 
Fox without a calibration kit, providing worry-free 
accuracy and repeatabili 

@ Immediate calibration with FieldFox's CalReady 
makes unit calibration ready at the test port 
immediately following power-up 

@ Broadband calibration with automatic interpolation 
eliminate re-calibration when test frequency or 


@ Frequency range: 30kHz to 50GHz 

@ Directivity: > 42dB 

@ Measurement speed: 1.5ms / per point 

Network Analyzer: 

@ Vector measurements, S11 phase and S11 
magnitude 

© Scalar measurement, S21 magnitude 

@ Display: log, linear, phase, VSWR, Smith chart 

Spectrum Analyzer: 

@ Frequency range: 100kHz to 50GHz 

© DANL (Displayed Average Noise Level): -148dBm 

@ Phase noise: -88dBc at 10kHz 

@ TOI (Third Order Inter-modulation distortion): 
+18dBm 

© Sweep speed: 1 second / full span (6GHz) 

Power Meter: 

@ U2000 Series USB power sensor dependent 


N9912A series 4GHz or 6GHz FieldFox RF analyzer is an integrated hand-held instrument for wireless network 
installation and maintenance. Combines 4GHz or 6GHz cable/antenna analysis, spectrum analysis, power 
meter measurements and vector network analysis into one rugged, compact, lightweight and weather-resistant 
package. Comes complete with AC/DC adapter, lithium ion battery, soft carrying case, user manual, CD-ROM 


with FieldFox Data Link so 
options and accessories separately below. 


are and one-year manufacturer's warranty. Order license key software upgrade 


> CONTINUED > 
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FIELDFOX RF SPECTRUM ANALYZERS (CONT.) 


Frequency Price Each 
Mfg. Part No. Range Stock No. 1+ 
N9935A 30kHz to 9GHz 07W8150 20743.00 
N9936A 30kHz to 14GHz 07W8151 25037.00 
N9937A 30kHz to 18GHz 07W8152 30042.00 
N9938A 100kHz to 26.5GHz 07W8153 35051.00 
N9960A 9kHz to 32GHz 8278136 37622.00 
N9961A 9kHz to 44GHz 8278150 51859.00 
N9962A 9kHz to 50GHz 8278164 64861.00 
PIM_211858 


FIELDFOX HANDHELD RF VECTOR NETWORK 
ANALYZERS 


Features: 

@ Bright 6.5” color anti-glare LCD display with LED backlight 

® Task-driven keys are grouped to easily perform standard field 
measurements 

@ Portrait design and large buttons for easy operation, even 

with gloves on 

Dedicated marker keys for quick marker function access 

Backlit keypad 

Easily accessible battery compartment 

LAN port for fast data transfer 

Micro SD card slot for additional data storage 

USB ports for convenient data transfer 

Connector covers help keep dust out 

Convenient side strap makes it easy to hold and carry 

MIL-PRF-28800F Class 2 compliance 

Dimensions: 11.5°H x 7.4"W x 2.8"D (292 x 188 x 72mm) 

@ Lightweight: 6.2 lbs/2.8kg including battery 

Measurement Capabilities: 

@ Full 2-port error corrected S-parameters, magni- 
tude and phase 

@ Cable and antenna test (distance-to-fault, return 
loss, and VSWR) 

@ Cable loss measurement (1-port) 

® Insertion loss and transmission measurement (2- 
port) with a typical dynamic range of 100 dB 

© Smith chart and polar display 

@ Vector voltmeter (1- and 2- channel) 


KEYSIGHT 


TECHNOLOGIES 


ty-free accuracy and reliability 

Cable and Antenna Analyzer: 

@ Frequency range: 2MHz to 26.5GHz 

® Directivity: > 42dB 

© Measurement speed: 1.5ms / per point 

Network Analyzer: 

@ Measure all four S-parameters, S11, S21 
magnitude and phase; optional $22 and $12 with 
full 2 port option 

@ Magnitude, phase, group delay, Smith chart, and 


© Power meter with external USB power sensor polar chart format 
Calibration Capabilities: ; _, _ © Single, dual overlap, dual split, and quad trace 
© QuickCal allows the operator to easily correct drift display 


errors caused by temperature changes during 
operation 

© Built-in QuickCal enables calibration 
without a calibration kit and provides wor- 


N9923A series 4GHz or 6GHz FieldFox RF Vector Network Analyzer (VNA) is designed to make network 


Power Meter: 
@ U2000 Series USB power sensor dependent 


analysis measurements in the field easy, convenient, and reliable. All analyzers include AC/DC adapter, battery, 
she rile case, and user manual. Order license key software upgrade options and accessories separately 
Frequency Price Each 
Mfg. Part No. Range Stock No. 1+ 
N9923A/104 2MHz to 4GHz 63R1070 9907.00 
N9923A/106 2MHz to 6GHz 63R1071 10835.00 
N9925A 30kHz to 9GHz 07W8146 22175.00 
N9926A 30kHz to 14GHz 07W8147 25751.00 
N9927A 30kHz to 18GHz 07W8148 33620.00 
N9928A 30kHz to 26.5GHz 07W8149 39341.00 
PIM_211857 


Cut costs, not corners with 


Board & Box Components 
newark.com/multicomp 


multicomp 


PIM_5624842 
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SPECTRUM ANALYZER 


FPH HANDHELD SPECTRUM ANALYZER 


FIELDFOX HANDHELD RF COMBINATION 
ANALYZERS ara itis fld 
Features 


© Kit friendly 3.0kg or 6.6lbs 

@ Large buttons are easy to operate, even when wearing 

gloves 

Field swappable battery lasts up to 3 1/2 hours 

Non-slip rubber grip securely fits in your hands and won't 

slide off the hood of your vehicle 

@ Vertical “portrait” orientation makes it easy to hold and 
operate at the same time 

© Bright, low-reflection display and backlit keys enable easy 
viewing in direct sunlight or darkness 

© Intuitive user interface is designed for your workflow, 
enabling measurements in fewer key presses 

@ One-button measurements simplify complex setups and 
ensure quick, accurate results with confidence 


@ Indicates RoHS Compliant 


APPLICATIONS 

@ EMI debugging 

@ RF design debugging 
@ Education and training 


4] Find Datasheets Online 


& 


ROHDE & SCHWARZ 


@ Spectrum monitoring 

@ Field strength measurement 

@ Signal location 

@ RF transmitter testing and maintenance 


© Calibration Wizard guides user to ensure simple and 
accurate calibrations 


@ 3-year warranty ensures field confidence - especially in 


harsh environments 


ment stability in harsh environments 


withstand 4’ drop on concrete surface on all 6 faces) 


© Water-resistant chassis, keypad and case withstand wide 


temperature ranges and salty, humid environments 
© Case withstands shock and vibration 


+131°F) 


@ Wide storage temperature: -51°C to +71°C (-60°F to +160°F) 


Meets MIL-PRF-28800F Class 2 requirements 


Completely sealed instrument enclosure provides measure- 


Wide operating temperature: -10°C to +55°C (+14°F to 


© Tracking generator, independent source, 
and preamplifier covering the full frequency 
range 

@ 100kHz to 50GHz 


Specially designed connector bay protects RF connectors from Vector Network Anal VNA\ 
damage due to drops or other external impacts (designed to lector Network Analyzer (VA) 


@ All four S-parameters, magnitude and 
phase 

@ Guided Calibration Wizard, full 2-port cal, 

TRL, waveguide calibration 

© Best trace noise and superior dynamic 

range for handheld VNAs 

© 30kHz to 50GHz 

Tracking Generator and Built-in Inde- 

pendent Signal Source 


© Type tested and meets MIL-STD-810G, Method 511.5, Proce- @ CW, CW coupled, and tracking 


dure | requirements for operation in explosive environments 


Cable and Antenna Analyzer 

© Distance-to-fault, return loss, and cable loss 
(1-port and 2-port) 

© Integrated QuickCal — no calibration kit required 

@ Immediate cable and antenna and vector network 
analysis at the test port with CalReady 

@ 4GHz to 50GHz 

Spectrum Analyzer 

@ Unprecedented amplitude accuracy (+ 0.5 dB) with 
InstAlign1 — no warm up required 

@ Interference analysis with spectrogram and record 
and playback 

© Superior spur-free dynamic range and phase noise 
(-111 dBc/Hz at 10 kHz offset) 


@ Flat output power across whole frquency 

span, in 1 dB steps 

@ 30kHz to 50GHz 

Built-in Power Meter 

@ Easy to view analog and digital display 

@ +0.5dB accuracy with InstAlign 

© 30kHz to 50GHz 

Power Meter Using a USB Power Sensor 

@ Measure power with USB power sensors 

© -60 to +44 dBm (sensor dependent) 

Vector Voltmeter 

© Cable trimming, phase shift and electrical length 
measurements 

@ A/B and B/A ratio measurements 

@ 30kHz to 50GHz 


Frequency Price Each 
Mfg. Part No. Range Stock No. 1+ 
N9912A/104 2MHz to 4GHz 46P5209 7960.00 
N9912A/106 2MHz to 6GHz 46P5210 8933.00 
N9913A 30kHz to 4GHz 07W8140 14278.00 
N9914A 30kHz to 6.5GHz 07W8141 17167.00 
N9915A 30kHz to 9GHz 07W8142 18585.00 
N9916A 30kHz to 14GHz 07W8143 21460.00 
N9917A 30kHz to 18GHz 07W8144 25751.00 
N9918A 30kHz to 26.5GHz 07W8145 31474.00 
N9950A 300kHz to 32GHz 828079 37704.00 
N9951A 300kHz to 44GHz 8278098 47129.00 
N9952A 300kHz to 50GHz 82Y8117 55209.00 
PIM_211856 
CABLE RIDER ZPH CABLE & ANTENNA ANALYZER 
ROHDE & SCHWARZ 


@ Frequency range from 2 MHz to 3 GHz/4 GHz, 
upgrade via keycode 

@ DTF, return loss, VSWR and one-port cable loss 
measurements 

@ Ideal for field use: 9-hour battery life, 2.5 kg (5.5 


Ib), backlit keypad, fast 
display, small form fact 


boot time, non-reflective 
lor, ruggedized housing 


Cable Rider ZPH is a one-port analyzer that has al 


(IP51) 

@ Large color touchscreen 

@ Measurement wizard to speed up measurements 
and eliminate human errors 

@ Easy and cost-efficient upgrades of all options via 
software keycode 


the essential basic measurement capabilities required for 


In the lab - The R&S@SpectrumRider features basic diagnostic capability for service or even development 
lab. It is ideal for EMI debugging to determine disturbance from a device under test during development. The 
R&S®@SpectrumRider offers a wide range of measurements, such as frequency and level measurements, 
spurious measurements, etc. 

In the field - The light weight and ruggedness of the R&S@Spectrum Rider makes field work easy. Its unique 
combination of market-leading battery life of 8 hours, large 7” full color display and backlit keypad enables 


on-site operation day and night. Leveraging these unique features, field strength measurements as well as 
monitoring and locating the signal of interest become much more convenient and easier. 
Frequency Price Each 
Mfg. Part No. Range Sensitivity Stock No. 1+ 
FPH.02 5kHz to 2GHz -160dBm 94Y5597 6040.00 
FPH.P2 (PROMO) 5kHz to 3GHz -160dBm 99Y7721 = 
FPH.P3 (PROMO) 5kHz to 4GHz -160dBm 997722 say 
PIM_5673015 


RSA306B USB REAL TIME SPECTRUM ANALYZERS 


Features: 

@ 9 kHz to 6.2 GHz frequency range 
covers a broad range of analysis 
needs 

@ +20 dBm to -160 dBm measure- 
ment range 

© Captures interference to ensure 
that you see problems first time, 
every time 

@ Mil-Std 28800 Class 2 environmental, shock and 
vibration specifications for use in harsh conditions 

© Full-featured spectrum analysis capability with 
included Tektronix SignalVu-PC™ software 

© 27 spectrum and signal analysis measurements 
standard 


Tektronix: 


measurements, playback of recorded files, and 
frequency settling 

© Real time Spectrum/Spectrogram display to 
minimize time spent on transient and interference 
hunting 

® Application programming interface (API) included 
for Microsoft Windows environments 

© MATLAB instrument driver for use with Instrument 

© Options for mapping, modulation analysis, Control Toolbox 
WLAN and Bluetooth standards support, pulse © Streaming capture records long-term events 


The RSA306B offers real time spectrum analysis and deep signal analysis. Using the latest in commercial 
interfaces and available computing power, the RSA306B separates signal acquisition from measurement, 
dramatically lowering the cost of instrument hardware. Data analysis, storage and replay is performed on 
your personal computer, tablet or laptop. Managing the PC separately from the acquisition hardware makes 
processing upgrades easy, and minimizes IT management issues. 


Frequency Price Each 
Mfg. Part No. Range Stock No. 1+ 
RSA306B 9kHz to 6.2GHz 7TY6525 5720.00 
PIM_5465693 


RSA500A/RSA600A REAL TIME SPECTRUM 
ANALYZERS 


Tektronix: 


RSAS500A, 
RSA600A, 
FZ-G1-N 
© 9 kHz to 3.0/7.5 GHz frequency range covers a RSAS500A) 
broad range of analysis needs @ Internal battery for extended field operations 


@ 40 MHz acquisition bandwidth enables real time 
analysis for transient capture and vector analysis 

© Amplitude accuracy of 0.2 dB to 3 GHz with 95% 
confidence (RSA600A) e 

© Standard GPS/GLONASS/Beidou receiver 
for mapping and reference oscillator accuracy 
enhancement 


RSA500A) 

@ SignalVu-PC software offers real time signal 
processing with DPX Spectrum/Spectrogram 
100 sec minimum signal duration with 100% 
probability of intercept ensure you see problems 
irst time, every time 

@ Application programming interface included for 


© Optional tracking generator for gain/loss, antenna 
and cable measurements 

© Streaming capture can be used to record and play 
back long term events 

@ Mil-Std 28800 Class 2 environmental, shock and 


development of custom programs 

® Accessories including tablet PC, calibration kits, 
adapters and phase-stable cables offer a complete 
ield solution for interference hunting and transmit- 
ler maintenance 


installing and maintaining antenna systems in the field. Its unique features ensure fast and efficient cable and 
antenna measurements. The easy-to-use analyzer features a touchscreen and large keypad. 


Frequency Price Each 
Mfg. Part No. Range Sensitivity Stock No. 1+ 
ZPH 2MHz to 3GHz 17dBm 16AC8504 4990.00 
PIM_5723853 


vibration specifications for use in harsh conditions 


The RSAS00A series was built to bring real-time spectrum analysis to solving the problems of spectrum 
managers, interference hunters and network maintenance personnel who need to track down hard to find 
interferers, maintain RF networks and keep records of their efforts. The RSA6Q0A series brings real-time 
spectrum analysis and wide analysis bandwidth to solving the problems of engineers who need to characterize, 
validate and manufacture their designs. The heart of both systems is the USB-based RF spectrum analyzer 
that captures 40 MHz bandwidths with great fidelity (the RSA500A series in harsh environments). With 70 dB 
dynamic range and frequency coverage to 7.5 GHz, all signals of interest can be examined with high confidence 


> CONTINUED > 


1404 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


RSA500A/RSA600A REAL TIME SPECTRUM ANALYZERS (CONT.) 


in your measurement results. The USB form factor moves the processing power to the PC of your choice, so you 
decide when you need more processing power or memory. The optional tracking generator enables gain/loss 
measurements for quick tests of filters, amplifiers, duplexers and other components, and you can add cable and 
antenna measurements of VSWR, return loss, distance to fault, and cable loss as needed. Included accessories: 
Carrying case, Li-ion battery, battery charger, power cord. Opt.04 includes tracking generator. The Toughpad® 
FZ-G1-N Windows® tablet offers a fluid user experience while providing crucial port connectivity and feature-rich 
options in a compact size. Designed for highly mobile field workers, it's the thinnest and lightest fully rugged 


10.1” tablet running Windows. Powered by an Intel® Core™ i5 vPro™ processor with a MIL-STD-810G- and 
IP65-certified design, the Toughpad FZ-G1 Windows tablet leads the way in rugged mobile computing. Add to 
that an HD daylight-readable gloved multi touch + digitizer screen, and it becomes an essential tool for field 
workers. 
Frequency Price Each 
Mfg. Part No. Range Stock No. 1+ 
Battery Powered 
RSA503A 9kHz to 3GHz 7TY6526 9300.00 
@ RSA507A 9kHz to 7.5GHz 77Y6528 15200.00 
Battery Powered, Tracking Generator Included 
RSA503A:04 9kHz to 3GHz 7TY6527 2270.00 
RSA507A:04 9kHz to 7.5GHz 7TY6529 3050.00 
Bench Top 
RSA603A. 9kHz to 3GHz 77Y6530 9770.00 
RSA607A 9kHz to 7.5GHz 77Y6532 16400.00 
Bench Top, Tracking Generator Included 
RSA603A:04 9kHz to 3GHz 77Y6531 = 
RSA607A:04 QkHz to 7.5GHz 7TY6533 3050.00 
PIM_5516549 


TESTeCON RF Cables 


Results Count RF 


TEA80 TEA90 


cycles (TEA90) 

© Cable loss <0.683dB/ft @ 18GHz (TEA80) and 
<0.85dB/ft @ 18GHz (TEA90) 

@ VSWR < 1:35:1 (Typical < 1:20:1) 


Features: 

@ Phase stable testing +4 deg to 18GHz 

@ Amplitude stable to +0.2dB to 18GHz 

@ Temp. chamber testing to 125°C 

@ Flex life over 50,000 cycles (TEA80) and 100,000 


Low cost professional RF test cables, designed to support major RF test labs. 


For Use Price Each 
Mfg. Part No. With Stock No. 1-4+ 

N Plug to N Plug Cable, 12ft 

EA80-N1N1-F12 RF Spectrum Analysers 06AC3752 — 
N Plug to N Plug Cable, 1m 

EA80-N1N1-1MO RF Spectrum Analysers 06AC3753 = 

EA90-N1N1-1M0 RF Spectrum Analysers 06AC3764 112.55 
N Plug to N Plug Cable, 5ft 

EA80-N1N1-F05 RF Spectrum Analysers 06AC3751 cad 

EA90-N1N1-F05 RF Spectrum Analysers 06AC3763 — 
N Plug to SMA Plug Cable, 12ft 

EA80-N1S1-F12 RF Spectrum Analysers 06AC3755 — 
N Plug to SMA Plug Cable, 1m 

EA80-N1S1-1M0 RF Spectrum Analysers 06AC3756 en 

EA90-N1S1-1M0 RF Spectrum Analysers 06AC3766 103.46 
N Plug to SMA Plug Cable, 5ft 

EA80-N1S1-F05 RF Spectrum Analysers 06AC3754 = 

EA90-N1S1-F05 RF Spectrum Analysers 06AC3765 = 
SMA Plug to SMA Plug Cable, 12ft 

EA80-S1S1-F12 RF Spectrum Analysers 06AC3758 — 
SMA Plug to SMA Plug Cable, 1m 

EA80-S1S1-1M0 RF Spectrum Analysers 06AC3759 — 

EA90-S1S1-1M0 RF Spectrum Analysers 06AC3768 es 
SMA Plug to SMA Plug Cable, 5ft 

EA80-S1S1-F05 RF Spectrum Analysers 06AC3757 aay 

EA90-S1S1-F05 RF Spectrum Analysers 06AC3767 os 
TNC Plug to TNC Plug Cable, 12ft 

EA80-T171-F12 RF Spectrum Analysers 06AC3761 = 
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SPECTRUM ANALYZERS 
TESTeCON RF Cables (CONT.) 
For Use Price Each 
Mfg. Part No. With Stock No. 1-4+ 


TNC Plug to TNC Plug Cable, 1m 


TEA80-T1T1-1M0O RF Spectrum Analysers 06AC3762 a 
TNC Plug to TNC Plug Cable, 5ft 
TEA80-T1T1-F05 RF Spectrum Analysers 06AC3760 —_ 


PIM_5718389 


TESTeCON Low Loss 


Results Count RF 


Features: 

@ Phase stable testing +4 Deg to 18GHz 
@ Amplitude stable to +0.2dB to 18GHz 
@ Max Power 170W @ 18GHz 

Low cost professional RF test cables, designed to support major RF test labs 


@ Flex Life over 10,000 Cycles 
© Cable Loss <0.330dB/ft @ 18GHz 
@ VSWR < 1.35:1 (Typical < 1.20:1) 


For Use Price Each 
Mfg. Part No. With Stock No. 1-4+ 
N Plug to N Plug Cable, 12ft 
SA74-N1N1-F12 RF Spectrum Analysers 06AC3770 = 
N Plug to N Plug Cable, 1m 
‘SA74-N1N1-1M0 RF Spectrum Analysers 06AC3771 = 
N Plug to N Plug Cable, 5ft 
‘SA74-N1N1-F05 RF Spectrum Analysers 06AC3769 —_ 
N Plug to SMA Plug Cable, 12ft 
SA74-N1S1-F12 RF Spectrum Analysers 06AC3773 oe 
N Plug to SMA Plug Cable, 1m 
‘SA74-N1S1-1M0 RF Spectrum Analysers 06AC3774 134.35 
N Plug to SMA Plug Cable, 5ft 
SA74-N1S1-F05 RF Spectrum Analysers 06AC3772 = 
SMA Plug to SMA Plug Cable, 12ft 
‘SA74-S1S1-F12 RF Spectrum Analysers 06AC3776 = 
SMA Plug to SMA Plug Cable, 1m 
‘SA74-S1S1-1M0 RF Spectrum Analysers 06AC3777 = 
‘SX74-S1S1-1M0 RF Spectrum Analysers 06AC3778 == 
SMA Plug to SMA Plug Cable, 5ft 
SA74-S1S1-F05 RF Spectrum Analysers 06AC3775 = 
PIM_5718392 
TESTeLINK Flexible RF Cables 
Results Count RF 
* 
Features: +8° (1.85mm) 
@ Max Frequency: 40GHz (2.92mm), 50GHz @ VSWR Max: 1:45:1 
(2.4mm) and 67GHz (1.85mm) ® Cable VP%: 75% 
© Cable Insertion Loss: 5.00dB/m (2.92mm), © Cable Capacitance: 89pF/m (27.1pF/ft) 
§.71dB/m (2.4mm) and 7.27dB/m (1.85mm) @ Signal Delay: 4.43ns/m (1.35ns/ft) 
Connector IL (each): 0.221dB (2.92mm), 0.247dB © Operating Temperature: -50°C to 125°C. 
(2.4mm) and 0.293dB (1.85mm) © Shielding Effectiveness: >100dB 


@ Phase Change: +4° (2.92mm), +5° (2.4mm) and @ Min Bend Radius: 6mm Single / 20mm Multiple 
ConductRF TESTeLINK series of low loss, performance flexible RF cable assemblies, provide microwave 
system designers with a versatile solution for many higher frequency applications. 

Solutions offered include; DC to 40GHz, 50GHz & 67GHz. Precision stainless steel microwave connectors, 
utilizing a flexible high-performance cable with a low loss dielectric, these cables provide crucial phase stable 
performance across a wide temperature range. 

TESTeLINK cables are designed to be used as either lab test cables or point to point internal module jumper 
cables inside systems and between equipment. 

ConductRF guarantees its performance through a 100% factory test before shipping. Data for each cable 
comes with the assembly. Phase-matched sets in this series are also available upon request. 
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TESTeLINK Flexible RF Cables (CONT.) 


@ Indicates RoHS Compliant 


Site-Flex RF Field Test Cables (CONT.) 


4] Find Datasheets Online 


For Use | Price Each For Use Price Each 
Mfg. Part No. With Stock No. 1-4+ Mfg. Part No. With Stock No. 1-4+ 

1.85mm Plug to 1.85mm Plug Cable, 0.5m N Plug to SMA Plug Cable, 5ft 

PFA61-B1B1-0MS RF Spectrum Analysers 06AC3717 _ SF18G-N1S1-F05 Handheld RF & Microwave Analysers 06AC3744 115.52 
1.85mm Plug to 1.85mm Plug Cable, 1m N Plug to TNC Jack Cable, 5ft 

PFA61-B1B1-1M0O RF Spectrum Analysers 06AC3718 -— SF18G-N1TF-F05S Handheld RF & Microwave Analysers 06AC3745 -—- 
2.4mm Plug to 2.4mm Plug Cable, 0.5m N Plug to TNC Plug Cable, 5ft 

PFA61-C1C1-0M5 RF Spectrum Analysers 06AC3719 — SF18G-N1T1-F05 Handheld RF & Microwave Analysers 06AC3746 = 
2.4mm Plug to 2.4mm Plug Cable, 4m PIM_5718387 

PFA61-C1C1-1MO RF Spectrum Analysers | 06AC3720 _ 
2.92mm Plug to 2.92mm Plug Cable, 0.5m Hi-Flex VNA Test Cables 

PFA61-D1D1-0M5 RF Spectrum Analysers | 06AC3721 - 
2.92mm Plug to 2.92mm Plug Cable, 1m 

PFA61-D1D1-1M0 RF Spectrum Analysers 06AC3722 106.24 


Results Count 


PIM_5718393 RF 


Site-Flex RF Field Test Cables 
Phase Stabled & Ruggedized 


Results Count 


RF 
Features (50GHz / 70GHz): 

VSWR Max: 1:30:1 / 1:40:1 

Cable IL/ft (Max): 1.662dB / 2.00dB 
Cable IL/M (Max): 5.450dB / 6.559dB 
Max Power Max Frq: 18W 

Phase Change: +/- 6Deg / +/- 8Deg 
Amplitude Stability: +/- 0.10dB 
ConductRF’s updated Hi-Flex VNA Test Cable Series now offers customers a superior solution that supports 
testing up to 70GHz & continues to ensure maximum handling flexibility along with excellent class leading phase 
& amplitude stability for Hi-Frequency Testing. Internal flex testing demonstrated results of better than +/- 5Deg 
& +/-0.05dB respectively over repeated 8 hours flexing cycles. 
With a Light Armor internal stainless steel construction along with a soft FEP external cover, and a Nomex 
weaved covering, this combination provides excellent flexibility and ruggedness and is industry leading in its 


Minimum Bend: 1.000” (25mm) 

Velocity of Prop: 78% 

Capacitance: 25.9pF/ft 

Shielding: >100dB 

Crush Resistance: 317Ibs.flin (430N/cm) 


e 
e 
e 
e 
e 
® Temp Range: -65°C to 125°C 


Features: 

@ Rugged construction for field use 

® Stainless steel anti-torque connectors 
@ Phase & amplitude stable cable 

@ Low VSWR, low insertion loss 


© Op. temp -65°C to 125°C 

@ RoHS Compliant 

@ Ideal for handheld RF & microwave analyzers 
@ Extended frequency solutions available 


ConductRF’s Site-Flex RF Field Test Cables have been designed to support Handheld RF & Microwave stability under flexure. 
Analyzers. The ruggedized construction includes anti-torque connectors that are firmly attached to the cables Available connector solution options include 2.4mm for 50GHz or 1.85mm (V connectors) for 70GHz 
exterior armor. Crush resistant SF series cable can withstand 1200lbs/sq.in. Additional configurations and requirements. Swept right angle versions are available offering the same high performance of their straight 
lengths are available upon request. counterparts in both Male and Female Connector solutions. 2.92mm options are also available for 40GHz 
Pri options. NMD Head options for direct termination to VNA ruggedized Ports are also available. 
For Use rice Each : 
Mfg. Part No. With Stock No. 1-44 For Use Price Each 
2.4mm Jack to 2.4mm Jack Cable, 1m Mfg. Part No. With Stock No. 1-4+ 
SW50G-CFCF-1M0 Handheld RF & Microwave Analysers 06AC3749 = 1.85mm NMD Jack to 1.85mm Jack, 24 
2.4mm Plug to 2.4mm Jack Cable, 1m PFW81-BNFBF-S24 RF Spectrum Analysers 06AC3723 Bee 
SW50G-C1CF-1M0 Handheld RF & Microwave Analysers 06AC3750 = 1.85mm NMD Jack to 1.85mm Plug, 24” 
3.5mm Jack to 3.5mm Jack Cable, 1m PFW81-BNFB1-S24 RF Spectrum Analysers 06AC3724 = 
SF27G-EFEF-1MO Handheld RF & Microwave Analysers 06AC3747 146.04 2.4mm NMD Jack to 2.4mm Jack, 24” 
3.5mm Plug to 3.5mm Jack Cable, 1m PFW81-CNFCF-S24 RF Spectrum Analysers 06AC3725 = 
SF27G-E1EF-1M0 Handheld RF & Microwave Analysers 06AC3748 486.78 2.4mm NMD Jack to 2.4mm Plug, 24” 
N Plug to 7-16 DIN Jack Cable, 12ft PFW81-CNFC1-S24 RF Spectrum Analysers 06AC3726 = 
SFO7G-N1DF-F12 Handheld RF & Microwave Analysers 06AC3728 — PIM_8718399 
N Plug to 7-16 DIN Jack Cable, 5ft 
SFO7G-N1DF-F05 Handheld RF & Microwave Analysers 06AC3727 ore Precision Ruggedized VNA Cables 
N Plug to 7-16 DIN Plug Cable, 12ft 
SFO7G-N1D1-F12 Handheld RF & Microwave Analysers 06AC3730 = 
N Plug to 7-16 DIN Plug Cable, 5ft othe Shes 
SFO7G-N1D1-F05 Handheld RF & Microwave Analysers 06AC3729 39.89 esultsCount = RF 
N Plug to N Jack Cable, 12ft 
SFO9G-N1NF-F12 Handheld RF & Microwave Analysers 06AC3732 — 
N Plug to N Jack Cable, 1m 
SF18G-N1NF-1MO Handheld RF & Microwave Analysers 06AC3738 106.80 
N Plug to N Jack Cable, 5ft 
SFO9G-N1NF-FO5 Handheld RF & Microwave Analysers OB ACSIEI 27.30_ Features (18GHz / 26.5GHz / 40GHz): © IL Max 40GHz: - /-/3.3500B 
SF18G-N1NF-F05 Handheld RF & Microwave Analysers 06AC3737 = @ VSWR Max: 1:30:1 / 1:35:41 / 1:45:1 @ Max Power: 88W / 65W / 42W 
N Plug to N Plug Cable, 12ft @ IL Max 6GHz: 1.196dB / 1.196dB / 1.153dB @ Min. Bend Radius: 4.0” / 4.0" / 3.0” 
= : : @ IL Max 12GHz: 1.818dB / 1.818dB / 1.684dB © Capacitance: 29.4pfift / 29.4pfift / 26.8pfift 
SFO9G-N1N1-F12 Handheld RF & Microwave Analysers 06AC3734 = @ IL Max 18GHz: 2.346dB / 2.346dB / 2.113dB © Phase Stability: +/- 2Deg / +/- 3Deg / +/- 5Deg 
N Plug to N Plug Cable, 1m @ IL Max 26GHz: - / 3.416dB / 2.606dB © Crush Resistance: 1,050!bs/in. 
SF18G-N1N1-1M0 Handheld RF & Microwave Analysers 06AC3740 237.33 @ IL Max 32GHz: -/ - / 2.939dB © Max Op. Temp: 125°C 
N Plug to N Plug Cable, 5ft ConductRF VNA cables provide customers with reliable ruggedized solutions for lab and production Vector 
E] 9 : - Network Analyzer testing. With options for 18GHz, 26.5GHz and 40GHZ these cables offer cost leading 
SFO9G-N1N1-F05 Handheld RF & Microwave Analysers 06AC3733 303.30 alternatives to original OEM VNA cable solutions. 
SF18G-N1N1-F05 Handheld RF & Microwave Analysers 06AC3739 ae VINA series cables are enhanced with a stainless steel spiral armor, providing protection from excess bending 
N Plug to N RIA Plug Cable, 12ft and crushing forces. A black non-conductive outer cover completes the product. These cables are phase stable 
ug to ug able, - during flexing and have an operating life cycle of up to 5,000 matings when correctly operated and maintained. 
SFO9G-N1N2-F12 Handheld RF & Microwave Analysers 06AC3736 — Connector options available for male and female interfaces include; 2.4mm, 2.92mm, 3.5mm, SMA and Type-N 
N Plug to N RIA Plug Cable, 1m series. NMD head options that mate to VNA port connectors are available for additional stability for female 
— : : interfaces in 2.4mm, 2.92mm and 3.5mm series. 
SF18G-N1N2-1MO Handheld RF & Microwave Analysers 06AC3742 40.87 These assemblies are fully compatible with OEM VNA equipment and come with serialized test data to validate 
N Plug to N R/A Plug Cable, 5ft performance. 
SFO9G-N1N2-F05 Handheld RF & Microwave Analysers 06AC3735 = For Use Price Each 
SF18G-N1N2-F05 Handheld RF & Microwave Analysers 06AC3741 -- Mfg. Part No. With Stock No. 1-4+ 
N Plug to SMA Jack Cable, 5ft 2.92mm NMD Jack to 2.92mm Jack, 24” 
SF18G-N1SF-F05 Handheld RF & Microwave Analysers 06AC3743 — VNA40-DNFDF-S24 Vector Network Analysers 06AC3783 ae 
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Precision Ruggedized VNA Cables (CONT. NETMETER® DIAGNOSTIC TOOL FOR DEVICENET 
89 = seen hails ceNET Woodhead 
For Use Price Each @ Measures 677 key network parameters molex 
° (a © Compares with DeviceNet specification 
Mfg. Part No. With Stock No. 1-4+ © Battery-powered to save readings 
2.92mm NMD Jack to 2.92mm Plug, 24” ® AutoSearch finds all bad network parameters 
VNA40-DNFD1-S24 Vector Network Analysers 06AC3784 425.24 © Full traffic and error analysis by node address 
3.5mm NMD Jack to 3.5mm Jack, 24” Se 
z 7 i © Prevents network downtime by predicting faults 
VNA26-ENFEF-S24 Vector Network Analysers 06AC3781 = NetMeter cuts troubleshooting time by providing the technical 
3.5mm NMD Jack to 3.5mm Plug, 24” detail a DeviceNet troubleshooting expert needs. Yet it 
VNA26-ENFE1-S24 Vector Network Analysers 06AC3782 a simplifies and summarizes, allowing a DeviceNet novice 
to effectively identify and diagnose network problems. 
N Plug to N Jack Cable, 24” NetMeter uses a patented integrated intelligence technique to 
VNA18-N1NF-S24 Vector Network Analysers 06AC3779 519.48 summarize multiple DeviceNet bus operational variables into 
N Plug to N Plug Cable, 24” a single health index. It summarizes DeviceNet bus health by 
I 9 » displaying a happy face icon, indicating a healthy network; a 
VNA18-N1N1-S24 Vector Network Analysers 06AC3780 46.76 sad face, indicating a serious problem; or a neutral face, indicating nominal performance (a good indication to 
PIM_5718396 Tepair things before they actually fail). NetMeter then walks the user through each fault condition and its source. 
os Price Each 
Mfg. Part No. Stock No. 1-4+ 
DSX CABLEANALYZER™ SERIES CERTIFIED FLUKE 
CATEGORY 8 FIELD TESTER _ Networks, — _SONMIRATIE) a = 
@ 2GHz Permanent Link and Channel adapters - = PIM_206211 
© Cat 8 cabling manufacturer endorsed = = 
© Independently verified t it Cat 8 (Level 2G) eo 
Lepaliasg verified to meet Cat 8 (Level 2G) accuracy CERTIFIBER PRO FLUKE 
© Tests screen continuity along the path of the cabling as — OPTICAL LOSS TEST SET . networks. 


required for Level 2G testers 

DSX CableAnalyzer Series copper test solution enables 
testing and certification of twisted pair cabling for up to 40 
Gigabit Ethernet deployments and will handle any cabling 
system whether it is a Cat 5e, 6, 6A, 8 or Class FA and |/ 
Il. Certifying a cable is one part of a process that starts with 


@ Versiv enables users to accomplish more than ever with a 
cable tester, accelerating every step of the testing process 

® ProjX management system eases tasks from initial set-up of a 
job to system acceptance. It eliminates redundant steps, and 
ensures that all tests are completed correctly the first time, 
and every time 


system design and ends with system acceptance. © Taptive user interface puts advanced data analysis and easy 
set-up and operation at the fingertips of technicians of all skill 
Network Price Each levels 
Mfg. Part No. Display Speeds | Functionality | Stock No. 1+ @ LinkWare management software provides unmatched analysis 
a7 of test results and professional test reports 
DSX-8000 Projected Capacitive | 40Gbps PoE 12AC5635 a © Three-second Autotest optical loss measurement of two fibers 
DSX-8000M! Projected Capacitive | 40Gbps PoE 12AC5641 — at two wavelengths with distance measurement and optical loss 
DSX-8000MI-W Projected Capacitive | 40Gbps PoE 12AC5642 = " psa cea Sacsieal ancda tein cna 
DSX-8000MI-W/GLD | Projected Capacitive | 40Gbps PoE 12AC5643 = VEniinkc °F Oe 
DSX-80000. Projected Capacitive | 40Gbps PoE 12AC5644 = © Built-in visual fault locator for basic troubleshooting and polarity 
DSX-80000I-W Projected Capacitive | 40Gbps PoE 12AC5645 = er aot loci sleet . ‘inal accurate 1-jumper reference method 
5 f 5 os ® Identifies incorrect test procedures resulting in @ Dual wavelength measurement capability 
DSX-80000I-W/GLD Project ed Capaci = 40Gbps PoE 12AC5646 an negative loss readings ona single fiber allows the tester to be used in 
DSX-80000 Projected Capacitive | 40Gbps PoE 12AC5647 | 23070.00 © Onboard (USB) inspection camera documents im- applications that require only one fiber link 
DSX-8000QI-W Projected Capacitive | 40Gbps PoE 412AC5648 = ages of fiber optic end-facesinterchangeable power Compliant with TIA-526-14-B and IEC 61280-4-1 
, a meter adapters available for all typical connector Encircled Flux requirements with no additional 
DSX-8000QI-W/GLD Projec ted Capaci le 40Gbps PoE 12AC5649 = types (SC, ST, LC and FC) to enable the most equipment or procedures 
DSX-8000Q0! Projected Capacitive |_40Gbps PoE 12AC5650 = The CertiFiber Pro Optical Loss Test Set (OLTS) helps cabling professionals accomplish more than ever. It's 
DSX-8000Q0I-W Projected Capacitive | 40Gbps PoE 12AC5651 = all about accurate, error-free certification, making jobs easier to manage and certifying fiber optic cabling to 
DSX-8000Q0I-W/GLD | Projected Capacitive | 40Gbps PoE 12AC5652 =a industry standards, faster. CertiFiber Pro OLTS complies with all applicable cabling standards, which call out 
A re the new Encircled Flux launch condition requirements for optical sources. It's not just for the expert technicians 
DSX-8000-W Projected Capacitive | 40Gbps PoE 12AC5639 ies and Project Managers. Individuals of various skill levels can improve the set-up, operation, test reporting, and 
DSX-8000-W/GLD Projected Capacitive | 40Gbps PoE 12AC5640 = simultaneously manage diverse projects. 
PIM_5700682 Range dBm Range dBm Price Each 
—_—_——— CC COO err??? Oe Mfg. Part No. Type Min Max Stock No. ihe 
COMBINATION NETWORK CABLE TESTER WITH ® CFP-100-M 120 LC Fiber Optic O0dBm -70dBm 96W1991 — 
DIGITAL MULTIMETER L, E-NMA CFP-100-Q 120 LC Fiber Optic OdBm -70dBm 96W1992 = 
© 2,000 count display CFP-100-S 120 LC Fiber Optic OdBm -70dBm 96W1993 = 
e aes iin wiring of RJ-45, RJ11, RU12 and BNC OFP-CFP-MI 120 LC Fiber Optic 0dBm -70dBm 96W1994 = 
network cables S - 
@ Autoranging multimeter functions OFP-CFP-QI 120 LC Eber Ontic OdBm -70dBm 96W1995 aa 
© Rugged overmolded housing OFP-CFP-SI 120 LC Fiber Optic OdBm -70dBm 96W1996 = 
© Selectable auto/manual range selection PIM_211403 
@ Max hold 
® Data hold 
© Selectable continuity beep ™ FLUKE 
© Requires 9V and (2) AA batteries (not included) keine Pesce Lite peel iglae tWOrkKS. 
@ Includes test leads, BNC network cable adaptors, CCIETAIES ENG-1O- end MeL CONUNUILY CHECKS . 


Speeds fiber tracing and identification 

Simplifies fiber polarity verification 

Aids in location of fiber faults including tight bends, breaks and bad connectors 
Features continuous and flashing modes 

Connects to 2.5mm standard and 1.25mm SFF connectors 


e 
Zipper carry case and owners manual 7 

© Continuity: Buzzer sounds at less than 1500 ‘ 
@ Input impedance: 7.5MO. A 
e 


Compact 2-in-1 unit provides standard digital multimeter functions, as well as tests proper pin configurations on 


network and voice cables. Provides sequential verification of each pin on a network cable, and included remote ° Over 80 hours of battery life with two AA batteries : ‘ Bn 
terminator allows testing of cables already installed in a structure. Digital multimeter measures AC/DC volts and VisiFault™ Visual Fault Locator (VFL) traces optical fibers, verifies continuity and 
amps, resistance and diodes, and provides audible continuity test. fiber polarity, and helps find breaks in cables, connectors and splices. The bright 
2 : - red laser light is easily visible from a distance. Continuous and flashing output 
Price Each modes makes identification easier. Ruggedly constructed with an energy-absorbing, 
Mfg. Part No. Display Stock No. 1+ impact-resistant case to ensure years of trouble-free use. A handy lanyard 
@ 72-8495 LCD 80R7548 46.33 attachment and a carrying case make it easy to attach the VisiFault™ to your belt 

2 where it is readily available. 
PIM_212506 
Price Each 
Mfg. Part No. Type Stock No. the 
VISIFAULT SFF 56J8969 518.99 


New Products Added ae muse 


See the newest Technologies and 
Suppliers at: 


newark.com/new-products 


PIM_5624846 
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HAND HELD TEST EQUIPMENT 
CABLE TESTERS (FIBER) 


FIBERINSPECTOR PRO CABLE AND FIBRETESTER FLUKE 


networks. 


Features: measurements 
@ Automated Pass/Fail acceptance testing of fiber @ Save end-face views during certification process 
end-faces Reduce fiber inspection time with 2-second grading 
© Graphical indication of problem areas due to @ ProjX™ system manages job requirements and 
contamination, pits, chips, and scratches progress from set-up to systems acceptance, 
@ Large touchscreen for pinch and zoom making sure all tests are completed correctly 
© Certify to industry standards - IEC 61300-3-35 © Taptive™ user interface simplifies set-up, and 
© No more confusion about whether the fiber is eliminates error 
good or bad @ Analyze test results and create professional test 
@ Eliminate human subjectivity from end-face reports using LinkWare™ management software 
The FI-7000 FiberInspector Pro enables you to quickly inspect and certify fiber end-faces inside ports or patch 
cords. It's 2-second automated PASS/FAIL certification eliminates human subjectivity and enables anyone to 
become a fiber inspection expert. 
Kit Contents: 
FI-7000 120 - The Fl-7000 Fiberinspector Pro contains: Versiv Mainframe, USB Fiber Inspection Video Probe 
with 4 tips in a box (LC, FC/SC bulkhead, 1.25 and 2.5mm universal), Blank Module to protect the mainframe’s 
rear connector, AC Charger, Shoulder Strap, USB Interface Cable, LinkWare Software CD, User Manual CD, 
Getting Started Guide, Soft Carrying Case. 


FI-7000-MPO 120 - The FI-7000 Fiberlnspector Pro with MPO tip and cleaning contains: Versiv Mainframe, 
USB Fiber Inspection Video Probe with 4 tips in a box (LC, FC/SC bulkhead, 1.25 and 2.5mm universal), MPO 
Fiber Inspection Adapter Tip, Click Cleaners for 1.25mm & 2.5mm ferrules and MPO/MTP connectors, Blank 
Module to protect the mainframe’s rear connector, AC Charger, Shoulder Strap, USB Interface Cable, LinkWare 
Software CD, User Manual CD, Getting Started Guide, Soft Carrying Case. 


Price Each 
Mfg. Part No. Stock No. ea 
FI-7000-MPO 120 93X5202 = 
FI-7000 120 68X0385 2 
PIM_5465437 
OPTIFIBER® PRO OTDR FLUKE 


networks. 


CTENSS 


OFP-100-S 

@ Easily characterize all connectors, splices and 
areas of high loss with graphical EventMapl view 

@ Increase return on investment by enabling OTDR 
project sharing among users and different jobs 

@ Reduce network downtime by quickly and precisely 
identifying faults on all fiber types 

@ Facilitate results reporting and management with 

© Troubleshoot datacenter fiber links with short patch integrated LinkWare! software to generate detailed 
cables and many connectors and standards compliant reports 

As enterprises consume more storage resources and adopt higher bandwidth (40G, 100G) datacenter 

architectures, the resilience of the cabling infrastructure becomes highly dependent upon maintenance tools to 

ensure fiber reliability. OptiFiber Pro is the industry's first purpose-built OTDR that meets the unique challenges 

of an enterprise fiber infrastructure. With its simple smartphone user interface and powerful feature set, the 

OptiFiber Pro turns anyone into an efficient and expert premise fiber troubleshooter or installer. 


© Accelerate fiber certification with trace times as 
short as two seconds in Quick Test mode 

@ Maximize efficiency with a smartphone user 
interface that allows anyone to perform expert fiber 
troubleshooting and certification 

© Quickly test datacenter fiber with pre-programmed 
settings 


Price Each 
Mfg. Part No. Type Stock No. 1+ 
OFP-100-M SC Fiber Optic 8773471 = 
OFP-100-Q SC Fiber Optic 8773475 a 
OFP-100-QI SC Fiber Optic 8713477 13925.00 
OFP-100-S SC Fiber Optic 8773479 ae 
> CONTINUED > 
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OPTIFIBER® PRO OTDR (CONT.) 


AT-2000-A SERIES ADVANCED WIRE TRACERS 


® Traces live wires, non-energized or open (broken) wires buried or hidden 
behind walls up to 13’ (4 m) deep 

© Performs tests without interrupting power 

© Locates breakers, neutral and ground lines 

© Detects and traces wires in walls, floors, conduit, 
computer cables, etc. 

® Pinpoints shorts, ground faults and broken wires 

© Does not interfere with sensitive electronic 
equipment 

© Supplied with battery booster which strengthens 
signal for open tracing (AT-2005-A only) 

Without interrupting power, the Amprobe AT- 

2000-A Advanced Wire Tracer Series easily traces 

energized or non-energized wires or cables buried 

behind walls up to 13’ (4 m) deep. 


Price Each 
Mfg. Part No. Stock No. 1+ 
OFPMI-MFP 44W5160 aa 
OFPQI-MFP 44W5162 ae 
NFK2-SC 56/8962 aa 
NFK3-SC 56/8963 a 
NF232 56/8964 Eas 
NF234 56/8965 Bas 
PIM_74094 
AMPROBE 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
AT-2004-A Advanced Wire Tracer Kit 19X8053 —- 
AT-2005-A Advanced Wire Tracer Kit with Battery Booster & Charger 19X8054 1299.95 
PIM_213105 


AT-4000-A SERIES ADVANCED WIRE TRACERS 


@ Determines presence of energized or non-energized wires hidden behind 
walls, flooring or conduit 

© Pinpoints wires, breakers, neutrals, shorts, 
broken wires and ground lines 

© Operates safely and easily without interrupting 
power or interfering with sensitive electronic 
equipment 

© Get accurate readings without rotating the unit - 
receiver is not position sensitive 

© Clamp-on attachment injects signal for non-con- 
tact operation (AT-4004-A and AT-4005-A only) 

© Optional Battery Booster accessory strengthens 
signal for open tracing (AT-4005-A only) 

Quickly trace energized and non-energized wires 

effortlessly with the Amprobe AT-4000-A Wire Tracer 

Series. Out-performing other wire tracers in its class, these advanced tracers combine features and functions to 

make locating wires more accurate and your job more efficient. 


Price Each 
Mfg. Part No. Description StockNo.| 1+ 
AT-4001-A Advanced Wire Tracer Kit with Soft Case 19X8055 ees 
AT-4003-A Advanced Wire Tracer Kit 19X8056 = 
AT-4004-A Advanced Wire Tracer Kit with Clamp-On Attachment 19X8057 Ea 
AT-4005-A | Advanced Wire Tracer Kit with Clamp-On Attachment, Battery | 19X8058 = 
Booster & Charger 
PIM_213106 
FOX AND HOUND SERIES 


WIRE AND CABLE TRACING KITS & TRIPLETT 


Original Fox and Hound, Hound 3, Carrying Case 


@ Locates hard-to-find wire and cable easily 

© 3 Customized kits 

@ 2 Models of Tone Generators: Original Fox or 

Fox 2 

Mfg. part no. 3399 kit includes the Fox 2 deluxe tone generator and the Hound 3 streamlined inductive tracer 
with earphone and headlights. The Fox 2 has all the features of the original Fox plus “TrueTrace” for quickly 
finding target wire pairs, plus a cordless phone interface, 1 RJ-11 plug for tracing telephone lines, 1 RJ45 jack for 
tracing LAN cable, 2 alligator clips, 6 selectable tones, warble or pulse tones, built-in telephone ringer, and more. 


© 2 Models of Inductive Tracers: Original Hound 
or Hound 3 
@ Padded carrying case included in each kit 


Price Each 
Mfg. Part No. Stock No. 1+ 
3399 10K7028 109.99 


PIM_5331 
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MICROMAPPER™ 


© Tests twisted pair cable for open circuits, shorts, crossed pairs, 

reversed pairs and split pairs 

Easy-to-read fault display 

Tone generator for use with IntelliTone™ Probe 

Shield integrity testing 

Remote unit enables 1-person testing of installed cable 

Small remote unit slides into master unit for convenient and 

safe storage 

@ Automatic Sleep Mode and power switch decreases power 
consumption 

@ Low-battery LED 

@ 1-year manufacturer's warranty 

MicroMapper™ is a compact, handheld cable tester and toner designed 

to allow network professionals to quickly and easily verify the integrity of 

an Ethernet twisted-pair cabling installation. Mfg. part no. MT-8200-49A 

includes MicroMapper™, MicroMapper™ remote, patch cord, carrying 

case, 6V battery and user guide. 


FLUKE 
_ networks. 


Price Each 
Mfg. Part No. Stock No. 1+ 
MT-8200-49A 92H6881 155.99 
PIM_73615 
MICROSCANNER2 CABLE VERIFIER FLUKE 


_ networks. 


MS2-100 


MS2-KIT 


@ Intuitive icons show what's at the end of any cable 
© Modular port accepts RJ45 and RJ11 plugs 
© Coax connector for video and audio testing 


@ Length meter shows distance to termination, 
open or short 
@ PoE detection rules out insufficient power 
© Detail mode gives additional test status information 


MicroScanner2 displays all key test results -- wiremap, pair lengths, distance to fault, cable ID and far-end 
devices -- on one screen. Both the main unit and the far-end identifiers can be used to test telephone jacks, 


HAND HELD TEST EQUIPMENT 
CABLE & CONTINUITY TESTERS (COPPER) 


PRO3000 ANALOG TONE AND PROBE KIT (CONT.) 


For Use Price Each 
Mfg. Part No. Description With StockNo. | 1* 
26100900 Pro3000 Probe Pro3000™ Analog Toner and Probe 85K2089 = 
PIM_164663 
ELECTRICAL CONTRACTOR TELECOM KITS FLUKE 
networks. 


€ : g 
11290 11289 
These telecom kits are comprised of Fluke Networks™ industry standard telecommunications tools and test 
equipment. Comes in a cordura case that will last for years. Mfg. part no. 11290-000 Electrical Contractor 
Telecom Kit | includes TS®30 test set with angled bed-of-nails cord, D814™ impact tool, EverSharp 66/110 
cut blade, electrician’s D-Snips™, cable stripper, standard 4-wire modular adapter, and a probe pic. Mfg. part 
no. 11289-000 Electrical Contractor Telecom Kit II includes Pro3000™ tone and probe, D814™ impact tool, 


EverSharp 66//110 cut blade, electrician’s D-Snips™, cable stripper, standard 4-wire modular adapter, and a 
probe pic. 


Price Each 
Mfg. Part No. Stock No. [ i 
11290-000 9709303 406.99 
11289-000 9709302 290.99 
PIM_73276 
SUPERCON® ELECTRICAL RoHS _ 4 
CONNECTORS @ cee ~y Superior 
* Electric 
| | ar) 
Pin Plug “6 
PP Series Socket Plug 
PS Series 


Pin Receptacle 


Socket Receptacle RP Series 


RS Series 


Ethernet jacks, and CATV outlets right out of the box. Built-in Intellitone digital and analog toning to precisely  SUPERCON® connectors provide rapid and positive panelboard connections. They feature a functional plug 
locate virtually any wire pair. Mfg. part no. MS2-KIT Microscanner2 kit includes: Cable Verifier, remote design for handling ease and comfort. 25-, 50- and 100-amp versions are rated 125-250VAC/VDC current 
identifiers #2-7, Intellitone Pro 200 probe, shielded twisted pair RJ45 patch cord, RJ11 patch cord, clip-set RJ45 _ interrupting, 600V unenergized connect or disconnect use only; 250-amp types are rated 600V unenergized 
to8 alligator clip bare wire adapter, F coax push-on patch cord, accessory soft pouch, batteries and operator connect or disconnect use only. Wiring to the same plug can be soldered or solderless. Cable fastening screws 
guides, all packaged in a deluxe carry case. permit a wide range of cable sizes. Mfg. part no. suffix indicates color: B = black, Y = yellow, R = red, BL = blue, 
c GN = green, WT = white. Wiring connections to threaded stud by wire wrap-around, lug or bus bar. 25-, 50- and 
| Price Each_ 100-ampere types are CSA certified. 
Mfg. Part No. Stock No. ‘he 5 
MicroS Cable Verifi Current Termination | Price Each 
leroscanner able verifier: Mfg. Part No. Gender Rating Type Stock No. 1-14+ 
‘MS2-100 472208 707.99 Cable Mount 
MicroScanner Professional Kit @ RS100GWT Receptacle 100A Screw 06F017 93.57 
MS2nIT aIM2205 1206.99 © PS100GB Plug 100A Screw 06F036 84.80 
RIMES @ PS100GR Plug 100A Screw 06F038 94.57 
@ PS100GGN Plug 100A Screw 06F040 84.27 
PRO3000 ANALOG TONE AND PROBE KIT FLUKE @ PS100GWT Plug 100A Screw 06F041 96.49 
Tone Generator features: _ Networks. “Spice Plug 100A Screw 06F042 96.00 
@ SmartTone technology 5 PI 100A 5 06F044 
© Send tone signal up to 10 miles on most cables Ci @ PP100GR ug crew 96.84 
@ Line cord features angled bed-of-nails clips and @ PP100GBL Plug 100A Screw 06F045 93.17 
ruggedized RJ-11 plug ; : : @ PP100GWT Plug 100A Screw 06F047 89.19 
@ External switch allows selection of solid or alternating 
tone options @ RS100GBL Receptacle 100A Screw 94F307 93.55 
© Continuity testing @ RS100GB Receptacle 100A Wire Wrap 06F012 95.00 
: ales confirmation @ RS100GR Receptacle 100A Wire Wrap 06F014 93.20 
robe features: 7 
@ Loud large speaker amplifies tone through walls, @ RP100GB Receptacle 100A Wire Wrap 06F018 93.18 
enclosure, wood or plaster @ RP100GR Receptacle 100A Wire Wrap 06F020 94.13 
e Easy-to-use adjustable volume control dial @ PS250GR Plug 250A Screw 06F674 159.85 
© “Quick-twist” tip for easy replacement 5 
@ Includes spare tip inside Pro3000 Tone and @ PP250GB Plug 250A Solder 06F097 172.73 
Probe Kit @ PP250GR Plug 250A Solder 06F098 153.73 
inne ais Tone and pad - _ oly @ PS250GB Plug 250A Solder 06F672 155.23 
racing bare wire on non-active networks, and specifica : 
ea ing. individual pais with peulense @ RS250GB Receptacle 250A Wire Wrap 06F095 153.71 
technology. SmartTone™ provides five distinct tones for exact pair identification. @ RS250GR Receptacle 250A Wire Wrap 06F096 153.71 
Price Each @ RP250GB Receptacle 250A Wire Wrap O6F675 150.65 
Mfg. Part No. Stock No. 4+ @ RP250GR Receptacle 250A Wire Wrap 06F677 149.94 
Pro3000 Analog Tone and Probe Kit @ PP25GB Plug 25A Screw 06F060 55.41 
26000900 §8J8221 139.99 @ PP25GR Plug 25A Screw 06F062 55.95 
Pro3000 Analog Tone Generator @ PP25GGN Plug 25A Screw O6F064 54.94 
26200900 85K2090 nee @ PS25GB Plug 25A Screw 06F066 57.64 
Accessory @ PS25GR Plug 25A Screw 06F068 59.88 
> CONTINUED > > CONTINUED > 
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HAND HELD TEST EQUIPMENT 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


BANANA JACKS/PLUGS 
SUPERCON® ELECTRICAL CONNECTORS (CONT.) BINDING POSTS AND ACCESSORIES p ® 
Current Termination Price Each omona 
Mfg. Part No. Gender Rating Type Stock No. 1-14+ RoHS 
Cable Mount ol = Osan 
@ PS25GGN Plug 25A Solder 06F070 54.94 . 
@ PS25GWT Plug 25A Solder 06F071 54.41 4995-0, 4995-2 
@ RS25GB Receptacle 25A Wire Wrap 06F048 57.89 
@ RS25GR Receptacle 25A Wire Wrap 06F050 57.08 
@ RP25GB Receptacle 25A Wire Wrap 06F054 DoS) 6883 6884 
@ RP25GR Receptacle 25A Wire Wrap 06F056 55.95 Current Voltage Mounting Price Each 
@ RP25GGN Receptacle 25A Wire Wrap 06F058 54.86 Mfg. Part No. Rating Rating Type Stock No. 1-244 
@ RP25GWT Receptacle 25A Wire Wrap 06F059 55.40 Black 
@ RSSOGWT Receptacle 50A Screw 06F005 68.05 @ 4995-0 415A 41.2kV Panel Moun 77B4168 31.99 
@ PS50GB Plug 50A Screw 06F024 70.05 @ 5018-0 30A 1.5kV Panel Moun 50F1463 19.99 
@ PS50GR Plug 50A Screw 06F026 70.00 @ 3770-0 15A 2.5kV Pane! Moun 77B2411 14.19 
@ PSSOGWT Plug 50A Screw 06F029 69.41 @ 3750-0 15A 2.5KV Panel Moun 78B1720 10.39 
@ PP50GB Plug 50A Screw 06F030 70.72 @ 3760-0 15A 2.5kV Panel Moun 89F356 5.99 
@ PP50GR Plug 50A Screw 06F032 69.35 @ 4243-0 415A 2.5kV Panel Moun’ 89F359 411.39 
@ PS50GGN Plug 50A Solder 06F028 75.79 Black, Red 
@ PPSOGBL Plug 50A Solder 06F033 62.85 @ 6883 30A 500V Panel Moun 02J8383 4.99 
@ PP50GGN Plug 50A Solder 06F034 34.45 @ 6884 30A 500V Panel Moun 02J8384 4.99 
@ PP50GWT Plug 50A Solder 06F035 61.64 Blue 
@ RS50GB Receptacle 50A Wire Wrap 06F000 70.03 @ 3750-6 415A 25kV Panel Moun 94F758 10.39 
@ RS50GR Receptacle 50A Wire Wrap 06F002 69.35 Green 
@ RP50GB Receptacle 50A Wire Wrap 06F006 70.03 @ 5018-5 30A 1.5kV Panel Moun 78B1778 49.99 
@ RP50GR Receptacle 50A Wire Wrap 06F008 60.00 Grey 
@ RP50GGN Receptacle 50A Wire Wrap 06F010 70.79 @ 3760-8 15A 2.5kV Panel Moun 84F910 5.99 
PIM_9942 Red 
@ 4995-2 15A 1.2kV Panel Moun 70B9068 31.99 
. @ 5018-2 30A 1.5kV Panel Moun 50F1464 19.99 
we oro discus ; ABBATRON HH Smith © 2382-2 5A TRV Panel Moun 94F746 11.99 
Heavy-duty 60A binding posts are ideal for high- RoHS 
current applications. Nickel-plated brass body with Gee iimoian @ 3750-2 15A 2.5kV Panel Moun 7831721 10.39 
polyamide housing for safe handling. Overall length Available @ 3770-2 15A 2.5kV Panel Moun 78B1723 14.19 
when open: 2.78”. @ 3760-2 15A 2.5kV Panel Moun 89F355 5.99 
@ 4243-2 15A 2.5kV Panel Moun 89F360 11.39 
Current Price Each White 
Mfg. Part No. Rating plockiNgs Usk © 3760-9 15A 25KV Panel Moun 94F922 599 
@ 1548-102 REV 0001 45P5507 17.89 Yellow 
Black © 3750-4 15A 2.5kV Panel Moun 94F757 10.39 
@ 1548-103 60A | 95B8982 9.28 PIM_110639 
PIM_48301 
MULTI-PURPOSE TEST CLIPS , 
STANDARD BINDING POSTS Bae JAVELLER 
fa Available i . 
Johnson 
=? 
For standard 0.175” diameter banana plug. Fluted, insulating nylon body prevents turning. Silver-plated brass => 
stud has turret termination. Come with nickel-plated nut. Current: 15A. Breakdown voltage: 5700Vrms minimum. BU.27 


Panel thickness: 0.281” max. Other colors available; go online or call. 


: RoHS 
Current Voltage Mounting Price Each Geptinaian 
Mfg. Part No. Rating Rating Type Stock No. 1-9+ — Nala 
@ 111-2223-001 15A i Panel Moun' 96F9760 5.58 
Black 
@ 111-0703-001 158 a Panel Moun 08B546 5.25 6 abe : Tee eee idee 
@ Crimp or screw connection @ Curved jaws clip on to seismograph rings * 
@ 111-0103-001 15A S.7KV Panel Moun! 39F1547 5.58 © Clip unmarked (BU-24APN) and marked positive 27CG | BU-27CGW) 
Blue (BU-24APS) @ Federal Spec: CID AA59466-009 (BU-25C), CID 
@ 111-0110-001 145A 5.7kV Panel Moun 39F1554 7.99 @ teeth mesh on three sides of the jaw (BU-25 / AAS9466-008 (BU-27C) 
Green BU est) 
@ 111-0104-001 15A 5.7kV Panel Moun' 39F1548 8.50 Slips 
Red Price Each 
© 111-0702-001 1A . Panel Moun 94F3802 4.19 _Wig. Part No. ee cet 
9 tH-0102-001 15A B7KV Panel Moun 30F 1546 BES Automotive, Jaw Opening 19mm x 72.6mm L, Solid Copper 
White : = @ BU-27CG 16F3583 2.46 
Automotive, Jaw Opening 19mm x 72.6mm L, Zinc Plated Steel 
- - 15A 5.7kV P. Me 39F1545 
vi EE 001 aneoun B68 BU-24APS 16F6683 1.90 
Genreal Purpose, Jaw Opening 19mm x 61.9mm L, Solid Copper 
ia ‘af Dp. 
@ 111-0107-001 15A 5.7kV ane! Moun' 39F1551 7.00 BU27C 2BF524 239 
PIM_9089 Genreal Purpose, Jaw Opening 19mm x 61.9mm L, Zinc Plated Steel 
BU-24APN 16F6682 1.90 
Geophone, Jaw Opening 19mm x 61.1mm L, Solid Copper 
@ BU-25C 28F519 4.72 
PCB Fabrication Quality U.S.-based manufacturers Heavy Duty, Jaw Opening 19mm x 72.23mm L, Zinc Plated Steel 
as fast as 48-hour turnaround! ae ie —— 
& Assembly : BU-27 28F523 1.20 
elementi4.com/designcenter Insulators 
PIM_5624858 > CONTINUED > 
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HAND HELD TEST EQUIPMENT 


MULTI-PURPOSE TEST CLIPS (CONT.) INSULATED ALLIGATOR CLIPS (CONT.) 
For Use Price Each Price Each 
Mfg. Part No. Type With Stock No.| 1-1-99+ Mfg. PartNo. | Jaw Opening Max | Insulator Colour | Current Rating | Stock No. 1-99+ 
BU-26-2 Red, 98.4mm_ | Mueller BU-25, BU-25C, BU-24APN & BU-24APS | 28F482 fod Solid Copper 
Series Test Clips BU-63C-0 0.313” Black 10A 28F535 212 
BU-26-0 | Black, 98.4mm | Mueller BU-25, BU-25C, BU-24APN & BU-24APS | 28F483 ApS BU-63C-2 0313" Red 0A 28F536 242 
Series Test Clips 
BU-29-2 | Red, 88.9mm_ | Mueller BU-27, BU-27C, BU-27CG & BU-27CGW| 28F486 0.95 PIM_201267 
Series Test Clips 
BU-29-0 Black, 88.9mm | Mueller BU-27, BU-27C, BU-27CG & BU-27CGW | 28F487 0.95 KELVIN CLIPS 
Series Test Clips Z UELLER 
BU-26-4 | Yellow, 98.4mm | Mueller BU-25, BU-25C, BU-24APN & BU-24APS | 37B8704 4.51 
Series Test Clips RoHS 
BU-90-4 Yellow, 92mm | Mueller BU-27, BU-27C, BU-27CG & BU-27CGW | 37B8929 1.67 Gesinpian 


Series Test Clips 
BU-26-5 | Green, 98.4mm | Mueller BU-25, BU-25C, BU-24APN & BU-24APS | 50B5836 4.51 
Series Test Clips 
BU-26-9 | White, 98.4mm | Mueller BU-25, BU-25C, BU-24APN & BU-24APS | 90B6269 1.51 
Series Test Clips 
BU-26-6 Blue, 98.4mm_| Mueller BU-25, BU-25C, BU-24APN & BU-24APS | 90B7798 4.51 
Series Test Clips 


p= 


BU-29-6 Blue, 88.9mm_ | Mueller BU-27, BU-27C, BU-27CG & BU-27CGW | 92B8562 0.95 BU-75K 
Series Test Clips BU-78K 
BU-29-4 | Yellow, 88.9mm Geophone Clips 27, 27C, 27CG, 27CGW 92B8566 0.95 © Gold contacts © Isolated jaws (mfg. part no. BU-78K) 
BU-29-9 | White, 8.9mm | Mueller BU-27, BU-27C, BU-27CG & BU-27CGW | 94F1488 | 0.56 @ Nylon housing (mfg. part no. BU-75K) @ Rating: 10A 
Series Test Clips Price Each 
BU-29-5 | Green, 88.9mm | Mueller BU-27, BU-27C, BU-27CG & BU-27CGW | 94F1489 0.95 Mfg. Part No. Jaw Opening Max Current Rating Stock No. 1-99+ 
Series Test Clips BU-75K 0.313” 140A 90F1604 16.73 
PIM_202167 @ BU-78K 0.5" 10A 84F764 — 
PIM_200543 


INSULATED SAFETY ALLIGATOR CLIPS ; 
GY 
PVVELLER FULLY INSULATED ALLIGATOR CLIP SETS 
Geeiinpian omona 
Wwailable RoHS — 
— oar 


‘Small w/ Extended Banana Jack 


Large 


“Standard = 4 == 
© Compatible with all shrouded, unshrouded, or @ Rating: 1000V, 30A, IEC 1010 Compliant (BU-65-*) 
retractable 0.16” (4mm) banana plugs @ Rating: 1000V category II, 600V category Ill, 20A, Ave. 


@ Material: nickel-plated steel clip, glass-filled nylon IEC 1010 Compliant (BU-651-*, BU-652-*) 


housing Bey 
Price Each 59168 6041B 
Mfg. PartNo. | Jaw Opening Max | Insulator Colour | Current Rating | Stock No. 1-99+ Large and medium clips have sheathed receptacle to accept sheathed banana plugs, flexible test leads or Fluke 
BU-651-0 7mm Black 140A 93B1389 7.44 multimeter leads. Mfg. part no. 5916B medium alligator clips with flex boot are fully insulated with a 0.30" jaw 
— puso [fmm [Back [20a | 9588434 | 14.57 feulted wh" operng, Mfg. part no 816A and Mg. prt no. GDB are sl in sets ol wo, one black 
BU-651-2 7mm Red 10A 93B1392 7.44 and one red clip. Mfg. part no. 6041B has 2mm jack, are sold individually. 
BU-652-2 7mm Red 20A 95B8439 14.57 Price Each 
@ BU-65-0 19mm Black 30A 93F9833 aa Mfg. Part No. | Jaw Opening Max | Insulator Colour | Current Rating | Stock No. 1+ 
@ BU-65-6 19mm Blue 30A 37B8879 6.22 @ 5916B 7.6mm if 10A 36X2034 22.31 
@ BU-65-5 19mm Green 30A 3803260 7.76 72924-0 9mm Black 10A 74K0074 10.39 
@ BU-65-2 19mm Red 30A 93F9831 eal 72924-2 9mm Red 10A 74K0075 10.39 
@ BU-65-9 19mm White 30A 3801693 6.22 @ 6041B 20mm Black, Red 20A 64M4738 22.99 
@ BU-65-4 19mm Yellow 30A 37B8878 4.06 PIM_5393 
PIM_201268 
<= SAFETY ALLIGATOR FLEX CLIPS TENM A’ 
INSULATED ALLIGATOR CLIPS Alligator-style contacts capable of grabbing 


Y 
QAVELLER terminals up to 0.50” (12.7mm) in diameter. Flexible 
shaft bendable to +90°. IEC 1010; 1000V CAT III 6A. 
RoHS CE compliant. 
Geeiinpian 76-062 
Available 
Price Each 
Mfg. PartNo. | Jaw Opening Max | Insulator Colour | Current Rating | Stock No. 1-249+ 
- 15.2! Black 6A 16F7730 — 
© Compatible with all shrouded, unshrouded, or @ Length: 2.25” (57.15mm) S:10085 th = 
retractable 0.16” (4mm) banana plugs © Rating: 10A © 76-062 15.2mm Red 6A 16F7729 = 
@ PVC insulator PIM_5963 
Price Each 
Mfg. PartNo. | Jaw Opening Max | Insulator Colour | Current Rating | Stock No. 1-99+ MICROGRABBER® TEST CLIPS AND KIT ® 
Nickel Plated Steel Pomona 
@ BU-P2240-0 S Black 10A 66W1165 11.55 
@ BU-P2240-2 a Red 10A 66W1166 11.55 Geeiinpian 
BU-63-6 0.3125” Blue 410A 37B8872 1.54 a Avaliable 
@ BU-63-9 0.3125” White 10A 37B8873 0.34 
@ BU-63-4 0.3125” Yellow 10A 37B8871 = 4524 
BU-63-0 0.313" Black 10A 28F533 4.54 5790 
Aas 7 Mfg. Part No. 4521 MICROGRABBER TEST CLIPS TEST CLIPS 
Buse usig Bed 0h aE i WITH 0.025” SQUARE PIN @ Ideal for testing surface mount devices. High-den- 
Solid Copper @ Have 0.025" (0.635) square pin within 0.15" (3.81) sity leads have 0.050" (1.27) spacing and 0.004” 
@ BU-63C-6 0.3125” Blue 10A 37B8875 2.12 square access hole. 1.73” (43.94) long. Rated (0.101) gauge wires. 2 access entries with 0.025” 
630. 7 A5VAC, 3A, +102°C. (0.635) square pins. 
eee uae ote ue S22408 EO Mfg. Part No. 5790 ROTATING MICROGRABBER 
BU-63C-9 0.3125” White 10A 94B8744 ea 
BU-63C-4 0.3125” Yellow 10A 37B8874 2.12 
> CONTINUED > > CONTINUED > 
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HAND HELD TEST EQUIPMENT 


TEST LEADS & ACCESSORIES 
MICROGRABBER® TEST CLIPS AND KIT (CONT.) 
No. of Contact Price Each 
Mfg. Part No. Contacts Plating Stock No. 1+ 

@ 5790-0 1 95F1351 13.19 
@ 5790-2 i ith 95F1352 13.19 
@ 4521-0 1 Gold Plated Contacts 35F1691 6.19 
@ 4521-2 1 Gold Plated Contacts 35F1692 6.19 
PIM_8966 


MINIGRABBER® TEST CLIPS AND KITS 


RoHS _ 
Compliant 
Available 


3925 


4723 
WITH BANANA JACK 
© Nickel-plate brass standard banana jack in plunger 


directly connects test clip to banana plug patch 
cord. 45VAC, 5A. +102°C. 


Mfg. Part Nos. 3925 & 4555 MINIGRABBER TEST 
CLIPS 

@ Rated 3000WVDC, 12A, 2.54" (64.52)L, +102°C. 
Mfg. Part No. 4723 MINIGRABBER TEST CLIPS 


Feature plunger-action clip with gold-plated contact hook that attaches to component leads, terminals. No sharp 
teeth to damage wires. Fingertip operation. 0.625” (15.88) diameter. +102°C. 
No. of Contact Price Each 
Mfg. Part No. Contacts Plating Stock No. 1+ 

@ 4176-02 1 Gold Plated Contacts 46F2201 6.99 
@ 3925-0 1 Gold Plated Contacts 7304848 27.99 
@ 4723-2 1 Gold Plated Contacts 46F2381 9.49 
@ 5522 1 Gold Plated Contacts 90F2174 35.99 
@ 4555-0 1 Gold Plated Contacts 48F5004 34.99 
@ 4555-2 ‘] Gold Plated Contacts 48F5005 34.99 
@ 4723-0 1 Gold Plated Contacts 46F2380 9.49 
@ 3925-2 1 Gold Plated Contacts 20H0137 27.99 
@ 3925-4 1 Gold Plated Contacts 30F1406 27.99 
@ 3925-5 1 Gold Plated Contacts 94F1578 27.99 
@ 3925-9 1 Gold Plated Contacts 94F1580 27.99 

PIM_8964 

INSULATION PIERCING CLIPS 


Pomona 


RoHS _ 
Compliant 
Available 


o— B 


@ Make contact with insulated wires without cutting 
or stripping insulation 
© Spring loaded double “V” clamp holds wire 


@ Tiny hole left in insulation can easily be sealed 
@ High visibility bright yellow body 
@ Red or black color-coded cap for easy identification 


centered for piercing needle © Rotating banana jack will not twist test lead while 
© Pierces insulation on wires from 22 to 14 AWG the needle is screwed into wire 
(0.030” through 0.180” diameter) 
Current Overall Price Each 
Mfg. Part No. Tip Style Rating Length Stock No. 1+ 
Probe 
@ 6413 Point 1A 10.16mm 2601597 56.99 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1+ 
@ 6405/POM Insulation Piercing Clips | Pomona Probes & Test Leads 23C2020 56.99 
PIM_68954 


5418 SERIES MINIPINCER® TEST CLIPS 


Pomona 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


TEST PROBE BODIES AND SPRUNG HOOKS 


a 


76-032 


TENMA 


Mfg. part nos. 76-030 and 76-031 are extended-length probe bodies with sharp stainless-steel tips. Sheathed 
4mm banana jack in handles, IEC1010 1000V CAT Ill, 20A. Mfg. part nos. 76-032 and 76-033 are sprung 
attachments for probes with 4mm spring tips. 4mm hook opening, IEC1010 500V CAT |, 5A. 
Current Overall Price Each 
Mfg. Part No. Tip Style Rating Length Stock No. 1-9+ 
Test 
@ 76-032 Hook 36A 76mm 16F7703 — 
@ 76-033 Hook 36A 76mm 16F7704 2.38 
PIM_5953 
TEST LEAD ACCESSORIES Pomona 
ee Sais 
Compliant 
4690-28 = 4691-0 Available 


Connector Test Adapters 


o gs testing of hard-to-reach contacts of multi-pin and socket rack or panel connectors. 2500 WVDC, 
+50°C. 
No. of No. of [Price Each 
Mfg. PartNo. | ConvertFrom | Positions | ConvertTo | Positions | Stock No. 1-24+ 
@ 4691-0 Jack 1 Plug 1 81F4642 6.99 
@ 4690-2# Jack 1 Receptacle 4 81F4649 6.99 
Banana to Pin Tip 
@ 3563-0 Jack 1 Plug 1 81F4646 6.59 
@ 3565-2 Jack 1 Plug 1 81F4656 6.99 
@ 3561-0 Jack 1 Plug 1 81F4644 6.59 
@ 3565-0 Jack 1 Plug 1 81F4648 6.99 
Banana to Socket Tip 
@ 3561-2 Jack 1 Plug 1 81F4652 6.59 
@ 3563-2 Jack 1 Plug 1 81F4654 6.59 
@ 3564-0 Jack 1 Receptacle 4 81F4647 11.09 
@ 3560-0 Jack 1 Receptacle 4 81F4643 6.59 
@ 3562-2 Jack 1 Receptacle 1 81F4653 6.59 
@ 3564-2 Jack 1 Receptacle 1 81F4655 11.09 
@ 3560-2 Jack 1 Receptacle 1 81F4651 6.59 
PIM_43070 
ae RIGHT ANGLE BANANA ABBATRON HH Smith 
Metal body jacks are nickel plated brass. Handles are ABS. Solder well wiring. Rating: 10A/ 1kV. RoHS _ 
Sold in packages of 5. Omang 
Price per 
Mounting Current Voltage |__Pkg. 
Mfg. Part No. Type Termination Rating Rating Stock No. 1-9+ 
Plug, Black 
@ 255-103 Cable Mount | Stud / Turret 10A 1kV 8275304 26.07 
Plug, Red 
@ 255-102 Cable Mount | Stud / Turret 10A 1kV 8275303 26.07 
PIM_200242 
CAGED-SPRING BANANA PLUGS ABBATRON HH Smith 


Sturdy brass construction in choice of nickel or gold RoHS 
plating. Features a caged spring-type plug. Overall i Gee tinoiat 
length: 1-9/32". Available 


RoHS Mounting Price Each 
Getinoian Mfg. Part No. Type Termination Stock No. 1-49+ 
Available 7 
Plug, Gold Plating 
Snap-on cap and solder contact provide reliable connections. Pincer-type action suits testing standard DIP @ 425AA Panel Mount Screw 95B9047 4.11 
packages. 0.12” (3.05) maximum wire 0.D. 45VAC, 5A, +80°C. Plug, Nickel Plating 
Current Overall Price Each @ 425 Panel Mount Screw 95B9643 2.64 
Mfg. Part No. Tip Style Rating Length Stock No. 1+ PIM_48300 
Spring Loaded Pin 
@ 5418-2 (RED) Grip Jaw 5A 65.79mm 90F2176 5.99 
Test Clip 
@ 5418-0 Hook 5A 65.79mm 89F389 5.99 
PIM_8965 
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HAND HELD TEST EQUIPMENT 


TEST LE & ACCESSORIES 
BANANA TEST CONNECTORS an CABLE MOUNTABLE 4mm SHROUDED BANANA 
Geptiniin QAVELLER PLUGS UELLER 


@ Banana plug: nickel-plated brass 


Lae © Insulator: nylon 
BU-P5169-2 —— © Length: 1.91 in (48.5mm) 
pee apo —_ © Rating: 1000V, category Ill. 1500V, category Il. 20, 
IEC 1010 Compliant 


BU-P1825-2 


BU-PMDP-2 Press = 
BU-P2854-2 Mounting Current Voltage Price Each 
Mfg. Part No. Type Rating Rating Stock No. 1-99+ 
BU-P2970-2 Plug, Black 
@ BU-32603-0 Cable Mount 20A 1.5kV §0B5841 7.93 
BU-P3264 
- Plug, Red 
Pueoper @ BU-32603-2 Cable Mount 20A 1.5KV 50B5842 7.93 
Mounting Current | Voltage Pkg. 
Mfg. Part No. Type Termination | Rating | Rating | Stock No. 1-99+ PIM_201479 
Jack, Black, Gold Plated Brass Contacts, Nylon Insulation 
@ BU-P2854-0 Panel Moun Solder 15A 2kV 66W1180 = BANANA ADAPTERS, PLUGS, JACKS Gee tinoian 
Jack, Black, Nickel Plated Brass Body, Flexible PVC Insulation Available omona 
@ BU-P5167-0 Cable Mount | Crimp / Solder 15A 5kV 66W1220 2.04 
@BU-P5168-0 | CableMount | Crimp/Solder | 154 | okv | e6wi222 | 3.68 —— eo 13 = 9g 
Jack, Black, Nylon Body, Gold Plated Brass Banana 72914 72917 = — 
@ BU-P2143-0 Panel Moun Solder 5A 1kv | 66W1163 5.87 ==) — = — 72922 
Jack, Black, Nylon Body, Nickel Plated Brass Banana 72925 — 
@ BU-P2142-0 __| Panel Moun Solder 5A tk | 66w1161 | 20.30 = Be 
Jack, Black, Red, Nickel Plated Brass Contacts, Nylon Insulation 72912 
@ BU-P2269 Panel Moun Solder 15A 1kV 66W1178 4.94 
72913 72930 
Jack, Red, Gold Plated Brass Contacts, Nylon Insulation F , 5 
= Panel M Sold 15A AV CoWwTlet Pomona banana plugs, jacks, and adapters offer quick and easy connection for both 4mm and 2mm safety 
@ BU-P2854-2 2G) NOUN ner 31.93 sheathed banana plugs and jacks. Sold in packages of 10. 
Jack, Red, Nickel Plated Brass Body, Flexible PVC Insulation Price per 
@ BU-P5167-2 Cable Moun\ Crimp / Solder 15A 5kV 66W1221 1.92 Mounting Current | Voltage Pkg. 
@ BU-P5168-2 Cable Moun\ Crimp / Solder 15A 5kV 66W1223 3.68 Mfg. Part No. Type Termination Rating Rating Stock No. 1+ 
Jack, Red, Nylon Body, Gold Plated Brass Banana Jack, Black 
@ BU-P2143-2 Panel Mouni Solder 5A AkV 66W1164 5.87 @ 72912-0 Panel Moun Screw 36A 1kV 74K0045 49.99 
Jack, Red, Nylon Body, Nickel Plated Brass Banana 72930-0 Panel Moun Screw 36A 1kV 26M8715 35.99 
@ BU-P2142-2 Panel Mouni Solder 5A AkV 66W1162 21.52 @ 72913-0 Panel Moun Solder 36A 1kV 74K0047 44.99 
Plug, Black, Nickel Plated Beryllium Copper Banana, Polypropylene Insulation Jack, Black, Sold Individually 
@ BU-PMDP-0 Cable Moun Screw 15A 5kV 66W1153 3.86 @ 72922-0 Panel Mount Solder 10A 600V 74K0070 3.99 
@ BU-P1825-0 Cable Moun’ Solderless 15A 5kV 66W1159 ae @ 72921-0 Panel Mount Wire Wrap 10A 600V 74K0068 3.99 
Plug, Black, Nickel Plated Brass Body, Flexible PVC Insulation Jack, Blue 
@ BU-P5169-0 Cable Mount | Crimp / Solder 15A 5kV 66W1224 3.68 @ 72930-6 Panel Mount Screw 36A 1kV 82K7464 33.47 
@ BU-P5170-0 Cable Mouni Crimp / Solder 15A 5kV 66W1226 3.68 Jack, Brown 
Plug, Black, Nickel Plated Brass Connector, Nickel Plated Beryllium Copper Contacts, Nylon @ 72930-1 Panel Mount Screw 36A 1kV 29M6597 35.99 
Insulation Jack, Green 
@ BU-PMDP-S-0_|_Cable Moun a 18 SKV__ |RGGWAISOR RSIS © 72930-5 Panel Mount | Screw 36A ikV | 21M8708 | 33.47 
Plug, Black, Nylon Body, Gold Plated Beryllium Copper Banana Jack, Grey 
@5U:P3600:0) | “Cable Moun Sones 5A 1kV__ [RRGGW iio 2 RSIS: © 72930-8 Panel Mount | Screw 36A ikv | 21M8709 | 35.99 
Plug, Black, Nylon Body, Nickel Plated Beryllium Copper Contact Jack, Red 
@ BU-P1330-0 Cable Moun’ Solderless 15A 5kV 66W1157 4.30 @ 72912-2 Panel Moun Screw 36A 1kV 74K0046 49.99 
Plug, Gold Plated Brass Body, Gold Plated Beryllium Copper Banana @ 72930-2 Panel Moun Screw 36A 1kV 26M8712 33.47 
@ BU-P3276 pave! Mout poner = 2kV  |RIGOWVAIESSN aeoro? © 72913-2 Panel Moun! Solder 36A ikv_ | 74k0048 | 41.84 
Plug, Nickel Plated Brass Jack, Red, Sold Individually 
@ BU-P72918 ariel Moun - 36A SkV _}IBG6 W125 208 IRCA © 729222 Panel Moun! Solder 10a | 600V | 74K0071 | 3.99 
Plug, Nickel Plated Brass Body, Nickel Plated Beryllium Copper Jack @ 72921-2 Panel Moun Wire Wrap 10A 600V 74K0069 3.99 
@ BU-P3264 Panel Moun Solder 15A 5kV 66W1183 25.38 Jack, White 
Plug, Red, Nickel Plated Beryllium Copper Banana, Polypropylene Insulation @ 72930-9 Panel Moun | Screw 36A 1kV 13M5850 33.47 
@ BU-PMDP-2 Cable Mouni Screw 15A 5kV 66W1154 3.86 Jack, Yellow 
@ BU-P1825-2 Cable Mouni Solderless 15A 5kV 66W1160 — @ 72930-4 Panel Moun | Screw 36A 1kV 21M8705 33.47 
Plug, Red, Nickel Plated Brass Body, Flexible PVC Insulation Plug, Black, Sold Individually 
@ BU-P5169-2_| Cable Mount | Crimp/Solder | _15A SkV | IRGBWII22581 Sig © 729250 Cable Mount | Crimp/Solder [ 10A | 600V | 74K0076 | 5.39 
@ BU-P5170-2 Cable Mount | Crimp / Solder 145A 5kV 66W1227 3.68 @ 6729-0 Cable Moun Solder 20A 1kV 63H2239 7.99 
Hi hi ed Nickel Plated Brass Connector, Nickel Plated Beryllium Copper Contacts, Nylon Plug, Receptacle, Black, Sold Individually 
@BU-PMDP-S-2 | Cable Moun Screw 15A 5kV 66W1151 5.56 alla! - | — = = ae oe 
Plug, Red. Nickel Plated B C tor, Pol lene Insulati Plug, Receptacle, Red, Sold Individually 
lug, Red, Nickel Plated Brass Connector, Polypropylene Insulation Pere — ~ OA B00V STHATET BOE 
@ BU-P2970-2 Cable Moun’ Screw 15A AkV 66W1182 7.93 —= 
Plug, Red, Nylon Body, Gold Plated Beryllium Copper Banana Flug Red Sold ndividually 
cP) 2 Hi EP @ 72925-2 Cable Mount | Crimp / Solder 10A 600V 74K0077 5.39 
@ BU-P3690-2 Cable Mouni Solder 5A AkV 66W1193 31.38 
ri 7 @ 6729-2 Cable Mount Solder 20A 1kV 63H2241 7.99 
Plug, Red, Nylon Body, Nickel Plated Beryllium Copper Contact Sites 
@ BU-P1330-2 Cable Moun’ Solderless 15A 5kV 66W1158 4.30 7 
Plug, White, Nickel Plated Beryllium Copper Banana, Polypropylene Insulation 
@ BU-PMDP-9 Cable Moun’ Screw 15A 5kV 66W1155 3.86 
Plug, White, Nickel Plated Brass Body, Nickel Plated Beryllium Copper Contacts, Nylon 
Insulation 
@ BU-PMDP-S-9 Cable Moun’ Screw 15A 5kV 66W1152 5.56 
PIM_210043 
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TEST LEADS & ACCESSORIES 


STANDARD AND MINIATURE @® STANDARD AND MINIATURE BANANA PLUGS (CONT.) 


Geptinpiat 
BANANA AND PIN JACKS Available Pomona Mounting Current | Voltage 


Price Each 
Mfg. Part No. Type Termination Rating Rating | Stock No. 1+ 
Plug, Black, Do-It-Yourself In-Line Banana Plug With Flexible Boot 
@ 5169-0 Cable Mouni Crimp / Solder 15A 5kV 94F1520 3.99 
@ 5170-0 Cable Moun’ Crimp / Solder 15A 5kV 94F1522 3.99 
Plug, Black, Do-It-Yourself In-Line Sheathed Banana Plug 
@ 4933-0 Cable Mount Solder 15A 1.2kV 44F5346 6.39 
Plug, Black, Do-It-Yourself Solderless Stackable Banana Plu: 
@ 1325-0 Cable Mount Screw 15A 5kV 73C7347 26.03 
Plug, Black, Do-It-Yourself Solder Type Miniature Banana Plug 
@ 3690-0 Cable Moun\ Solder 5A 2.5kV 48F5001 35.99 
Plug, Black, Double Banana Plug With Component Mounting Area 
ad 5 ie, ee © 1330-0 Cable Mouni Screw 15A | 60VDC | 30F1430 | 5.49 
Mfg. Part No. pla Termination ale pati Stock No. 1+ Plug, Black, Double Banana Plug With Shorting Bar 
Jack, Black, Banana Jack, Panel Mount, 4mm For Sheathed Banana Plugs MDE SO Cable Moun - Screw 158. oN. | UES) eng 
© 6387-ST.1-0 Panel Moun Stud / Turrel 1A TkV 20HO118 39.05 Plug, Black, Double Banana Plug With Solder Turret Terminals 
Jack, Black, Do-It-Yourself In-Line Banana Jack With Flexible Boot SuDES! ald Mou Stud Turret ~ 5A SKY | URE Gee 
© 5167-0 Cable Moun Crimp / Solder 15A BKV 20H0615 aan Plug, Black, Double Miniature Banana Plug With Setscrews 
“Jack, Black, DoubleMiniatureBananaJack=~=“‘é~SO!*~“‘(‘CN(NNN#NUO;#;‘(CSS Black, Double Miniature Banana Jack @ 2244-0 Cable — Screw : ia 2.5kV 34F844 10.39 
© 2143-0 Panel Moun Stud / Turrel BA TRV 50F1465 5 Plug, Black, Double Miniature Banana Plug with Shorting Bar 
Jack, Black, Insulated Double Banana Jack © 2035-0 Cable Moun a caw feht523 10.39 
© 2260-0 Panel Moun Stud / Ture 15A D5KV 30F1419 ACh Plug, Black, Double Stackable Banana Plug With Cable Guide 
Jack, Black, Insulated Miniature Banana Jack eMbEO Gable Moun eo) uh si | eabtsd a2 
@ 2142-0 Panel Moun Stud / Turret 5A a 48F5000 26.03 @ 4892-0 ul le Mount Screw 15A 5kV 77B2790 10.39 
Jack, Black, Panel Mount Banana Jack Plug, Black, Miniature Solderless Stackup Banana Plug 
© 2854-0 Panel Mount | Stud /Turre 15A | 25kV | 7782284 | 38.12 @2044-0 _| Cable Moun Screw pA | 28KV [772300 [6.59 
© 1581-0 Panel Moun Stud/ Ture 15A 2 BKV 89F354 ED Plug, Black, Miniature Solderless Stackup Banana Plug With Safety Collar 
ron @ 2945-0 Cable Mouni Screw 5A 2.5kV 34F938 6.59 
Jack, Blue, Insulated Miniature Banana Jack 
© 2142-6 Panel Mount | Stud/Turrel 5A — s5nee48 | 2603 © 1825-0 Cable Moun Screw 15A skv | 73C4851 | 96.03 
Jack, Green, Insulated Miniature Banana Jack Plug, Black, Standard Banana Jacks, Solderless and Stackable 
© 21425 Panel Moun Stud/ Ture! BA ~ 4744 26.03 @ 5230-0 Panel Moun Screw 15A 5kV 25H8622 33.47 
Jack, Grey, Panel Mount Banana Jack Plug, Black, Triple Banana Plug 
© 1581-8 Panel Mount [ Stud /Turre! 15A | 25kV | 84F892_ | 27.99 @2970-40 Cable Moun Screw a ES 
Jack, Orange, Insulated Miniature Banana Jack Plug, Blue, Do-It-Yourself Solderless Stackable Banana Plug 
@ 2142-3 Panel Moun Stud / Turret 5A . 94F742 26.03 @ 1325-6 Cable Moun\ Screw 15A 5kV | 94F1557 26.03 
Jack, Red, Banana Jack, Panel Mount, 4mm For Sheathed Banana Plugs Plug, Blue, Do-It-Yourself Solderless Stackup Banana Plug With Safety Collar 
© 6387-87-12 | Panel Mount | Stud/Turret | _15A 1kV_| 20H0095 | 39005 ll eve Moun cL 15A_|_skv_[ 7opass4 | 26.03 
Jack, Red, Do-It-Yourself In-Line Banana Jack With Flexible Boot Plug, Blue, Double Stackable Banana Plug With Cable Guide 
© 5167-2 Cable Mount | Crimp/Solder | 158 SV] 29H4060 | 26.03 @ MDP. Gable. Moun lead 15a [sev _[ 30Ft412 | 4.99 
Jack, Red, Double Miniature Banana Jack Plug, Brown, Do-It-Yourself Solderless Stackable Banana Plug 
© 2143-2 Panel Moun Screw 5A T5KV | 50F1536 | 7.29 @ 1325-1 Cable Mouni Screw 4 [AIA {| NOK! | s6F7102 | 26.03 
Jack, Red, Insulated Double Banana Jack Plug, Brown, Double Stackable Banana Plug With Cable Guide 
@ 2269-2 Panel Moun Stud / Turret 15A D5KV 30F1418 569 @ MDP-1 Cable Mouni Screw 15A 5kV 94F289 4.99 
“Jack, Red, Insulated MiniatureBananaJack.=~=~S~*=“‘“‘~*S*‘“‘=CSOS!”S”!”S*CSCS*S*SCS Plug, Brown, Standard Banana Jacks, Solderless and Stackable 
© 2142-2 Panel Mount | Stud/Turrel 5A — 7307290 | 2603 @ 1825-1 Cable Mouni Screw 15A 5kV__| 13H6568 | 26.03 
Jack, Red, Panel Mount Banana Jack Plug, Green, Do-It-Yourself Solderless Stackable Banana Plug 
@15812 | PanelMount | Stud/Turet) 5A] 25kV) 30F1410 | 709 eo @ 1325-5 Cable Mount Screw 15A 5kV 7307306 26.03 
© 2854-2 Panel Moun Stud /Turrel 165A D5KV 9781821 OG Plug, Green, Do-It-Yourself Solderless Stackup Banana Plug With Safety Collar 
Jack, Standard Uninsulated - Banana Jack 8250 eae Maun ey - 158 - a | OE ASS 2608 
© 3267 Panel Moun Solder 15A D5KV 50F1460 OES Plug, Green, Stackable Double Banana Plug With Cable Guide 
Jack, Yellow, Insulated Miniature Banana Jack SMDE-S: Gable Mou poet ua su | CAH 4.99 
@ 2140-4 Panel Moun Stud / Ture 5A 7 94F743 ae Plug, Grey, Do-It-Yourself Solderless Stackable Banana Plug 
Socket, Black, Banana Jack To Pin Tip Plug @ 1325-8 Panel Moun Screw 15A 5kV | 88F2790 26.03 
@ 1432-0 7 BA 3000V 73C7311 25.99 Plug, Grey, Do-It-Yourself Solderless Stackup Banana Plug With Safety Collar 
Socket, Red, Banana Tack To Pin Tip Plug @ 1825-8 Cable Mount Screw : 1K. 5kV | 94F1548 26.03 
@ 1432-2 = _ BA 3000V 54H0403 PEA Plug, Grey, Double Stackable Banana Plug With Cable Guide 
@ MDP-8 Cable Mount Screw 15A 5kV 70B7274 4.99 
ee Plug, Miniature Banana Plug With Threaded Stud 
@ 4513 Panel Moun Stud / Turret 5A 2.5kV 77B2548 33.09 
STANDARD AND MINIATURE BANANA Soper [P @ 3276 Panel Mouni Stud / Turret 5A 2.5kV 26H1916 26.96 
PLUGS mae omona Plug, Miniature Rivet Type Banana Plugs With Swaging Information 
P @ 3268 Panel Mount | Through Hole Vertical 5A 2.5kV | 77B2350 ~ 
Plug, Natural, 4mm Banana Plug with Threaded M3 Stud 
@ 72918 Panel Mount Stud / Turret 36A 5kV 34P0013 15.80 
Plug, Natural, Incapsulated Double Banana Plug Shorting Bar 
@ 5145 1s aa 15A ae 94F940 11.99 
Plug, Orange, Do-It-Yourself Solderless Stackable Banana Plug 
@ 1325-3 Panel Mount Screw 15A 5kV 84F886 27.99 
Plug, Orange, Do-It-Yourself Solderless Stackup Banana Plug With Safety Collar 
@ 1825-3 Cable Moun’ Screw 15A 5kV | 94F1567 26.03 
Plug, Orange, Stackable Double Banana Plug With Cable Guide 
@ MobpP-3 Cable Mount Screw 15A 5kV 94F1606 4.99 
Plug, Red, Do-It-Yourself In-Line Banana Plug With Flexible Boot 
@ 5170-2 Cable Moun’ Crimp / Solder 15A 5kV 94F1523 3.99 
@ 5169-2 Cable Mount Crimp / Solder 15A 5kV 94F1521 3.99 
> CONTINUED > > CONTINUED > 
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HAND HELD TEST EQUIPMENT 


TEST LEADS & ACCESSORIES 
STANDARD AND MINIATURE BANANA PLUGS (CONT.) 4MM BANANA JACKS (FEMALE) WITH 2MM SOLDER HOLE (CONT.) 
Mounting Current | Voltage | Price Each Mounting Current Voltage Price Each 
Mfg. Part No. Type Termination Rating Rating Stock No. 1+ Mfg. Part No. Type Rating Rating Stock No. 1-99+ 
Plug, Red, Do-It-Yourself In-Line Sheathed Banana Plug Jack, Blue 
@ 4933-2 Cable Mount Solder 15A 1.2kV 44F5347 6.39 76-1500 Panel Moun' 25A 1kV 17AC3462 3.42 
Plug, Red, Do-It-Yourself Solderless Stackable Banana Plug 76-1508 Panel Mount 25A 1kV 16AC8474 6.04 
@ 1325-2 Cable Moun Screw 15A 5kV 48F4997 26.03 Jack, Green 
Plug, Red, Do-It-Yourself Solderless Stackup Banana Plug With Safety Collar 76-1502 Panel Moun 25A 1kV 17AC3463 3.28 
@ 1825-2 Cable Moun! Screw 15A 5kV 73C7348 26.03 76-1510 Panel Moun 25A 1kV 16AC8475 = 
Plug, Red, Do-It-Yourself Solder Type Miniature Banana Plug Jack, Red 
@ 3690-2 Cable Moun Solder 5A 2.5kV 48F5002 33.47 76-1684 Panel Moun! 25A AkV 16AC8490 = 
Plug, Red, Double Banana Plug, Four Terminal Isolation 76-1678 Panel Moun 25A 1kV 17AC9174 3.42 
@ MDP-X Cable Moun Stud / Turret 15A 2.5kV 34F859 18.59 Jack, Yellow 
Plug, Red, Double Banana Plug With Component Mounting Area 76-1504 Panel Moun 25A 1kV 16AC8473 = 
@ 1330-2 Cable Moun Screw 15A 60VDC 77B1864 5.49 76-1512 Panel Moun 25A 1kV 17AC9173 = 
Plug, Red, Double Banana Plug with Shorting Bar PIM_5723709 
@ MDP-S-2 Cable Mouni Screw 15A 5kV 06M7345 7.19 
Plug, Red, Double Banana Plug With Solder Turret Terminals TEST LEAD ACCESSORIES ® 
@ 1330-ST-2 oe Stud/Turet | 154 | GOvDC | 93F2920 6.59 Pomona 
Plug, Red, Double Miniature Banana Plug With Setscrews 
@ 2244-2 Cable Moun Screw 5A 2.5kV 34F845 10.39 
Plug, Red, Double Miniature Banana Plug with Shorting Bar 
@ 2035-2 Cable Moun eo 5A 2.5kV 98F2236 10.39 
Plug, Red, Double Stackable Banana Plug With Cable Guide 
@ MDP-2# Cable Moun Screw 18A SRV ear B90, 4.99 File patch cords and cable assemblies for easy selection. Mount on any vertical surface. Cold rolled steel with 
Plug, Red, Miniature Solderless Stackup Banana Plug baked enamel finish. 
@ 2944-2 Cable Moun Screw 5A 2.5kV 77B5885 6.59 Price Each 
Plug, Red, Miniature Solderless Stackup Banana Plug With Safety Collar Mfg. Part No. Type Stock No. , «4 
@ 2945-2 Cable Moun Screw 5A 2.5kV 34F939 6.59 Fits Cable 0.210” 
Plug, Red, Stackable Double Banana Plug With Cable Guide 1508/POM Test Lead Holder, 14 Slots, Orange 34F956 26.99 
@ 4892-2 Cable Moun! Screw 15A 5kV 77B6030 10.39 Fits Cable 0.320” 
Plug, Red, Triple Banana Plug 4408/POM Test Lead Holder, 10 Slots, Black 34F1017 23.99 
@ 2970-2 Cable Moun Screw 15A 5kV 35F1065 8.49 Fits Cable 0.450” 
Plug, Standard Banana Plug with Threaded Stud and Solder Lug 2708 Test Lead Holder, 9 Slots, Blue 34F957 25.99 
@ 3263 Panel Mouni Solder 15A 5kV 89F361 32.99 PIM 8976 
Plug, Violet, Do-It-Yourself Solderless Stackable Banana Plug = 
ST a {2603 TWISTGUARD TEST LEAD SET WITH ADJUSTABLE e 
Plug, Violet, Do-It-Yourself Solderless Stackup Banana Plug With Safety Collar PROBE TIP LENGTHS Pomona 
@ 1825-7 Cable Moun Screw 15A 5kV 94F1568 26.03 
Plug, Violet, Double Stackable Banana Plug With Cable Guide 
@ MDP-7 Cable Moun' Screw 15A 5kV 94F1608 4.99 
Plug, White, Do-It-Yourself Solderless Stackable Banana Plug 
@ 1325-9 Pane! Mount Screw 15A 5kV 94F293 26.03 
Plug, White, Do-It-Yourself Solderless Stackup Banana Plug With Safety Collar 
@ 1825-9 Pane! Moun Screw 15A 5kV 87F025 26.03 
Plug, White, Double Banana Plug With Shorting Bar 
@ MDP-S-9 Cable Moun 1 15A 5kV 10M9198 7.19 
Plug, White, Double Stackable Banana Plug With Cable Guide 
NDE Cable Molin Screw 158 * aah1608 8 © Patented adjustable probe tip shroud for use two layers of silicone insulation, which acts as a 
Plug, Yellow, Do-It-Yourself Solderless Stackable Banana Plug in CAT Il, CAT Ill and CAT IV measurements wear indicator exposing an inner contrasting color 
@ 1325-4 Cable Moun' Screw 15A 5kV 94F1556 26.03 environments, meeting the latest in electrical when the leads are nicked, scuffed, or otherwise 
Plug, Yellow, Do-It-Yourself Solderless Stackup Banana Plug With Safety Collar e ete for changing between e eee are creat 
@ 1825-4 Cable Moun Screw 15A SkV 70B4552 26.03 19mm to 4mm (0.75in to 0.16in) probe tip lengths; and banana plug-end, tested beyond 30,000 bends 
Plug, Yellow, Stackable Double Banana Plug With Cable Guide reducing tip exposure for increased safety without failure 
@ MDP-4 Cable Moun Screw 15A BkKV 70B1828 4.99 © Probes always show correct category rating forthe | Rubber overmold on the probe and plug provides 


PIM_8977 


4MM BANANA JACKS (FEMALE) WITH 2MM SOLDER 

HOLE 

© Electrical safety: socket face EN / IEC 61010-031:2008, 
socket design EN / IEC 61010-1:2010 for reinforced 
insulation at 1000 V CAT II /1000 V CAT Ill / 600 V CAT 
IV and 25 A (at 40 °C) 

@ Materials: Conductors: nickel-coated brass or gold-coat- 
ed brass 

4mm banana (female) jack (socket) with 2mm solder hole. 

Ideal for panel mounting round nut fixing. Applications: 

repairing or making boxes providing heavy duty and safety 

connections for power supplies, measurements controls and 

tests. 


TENMA 


Mounting Current Voltage Price Each 
Mfg. Part No. Type Rating Rating Stock No. 1-99+ 
Jack, Black 
76-1676 Panel Mount 25A 1kV 16AC8487 5.10 
76-1680 Panel Mount 25A 1kV 16AC8489 a 
> CONTINUED > 
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tip exposure being used 
© Compatible with all instruments that accept 


the user a comfortable hold and steady grip for 
making accurate measurements 


standard 4mm shrouded banana plugs © Conforms to EN61010-031 
@ New WearGuard™ test lead wire is covered by 
Voltage Current Price Each 
Mfg. Part No. Color Rating Rating Stock No. 1+ 
Test Tip Probe to 4mm Right Angle Banana Plug, Shrouded 
7519A/POM Black, Red 1kV 10A TTY4531 41.99 
PIM_5515053 


Custom Rocker Switches 


Designed with your choice of: color, text, logo, icon 


Call 800.463.9275 or email: customswitches@newark.com 


PIM_5624868 
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HAND HELD TEST EQUIPMENT 
TEST LEADS & ACCESSORIES 


FLEXIBLE TEST LEAD SETS 


® 


RoHS 
Compliant 
Available 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


TEST CLIP LEAD KIT 


TENMA 


76-004A 
Kit comprised of 8 patch cords: 2 black, 2 red, 1 green, 1 yellow, 1 blue, and 1 white. Every patch cord has 


RoHS _ 
Compliant 
Available 


5907A miniature hook clips on each end of 50 cm long, PVC wire. 20VAC/60VDC; 2A max. Sold in sets of 8 cords. 
These flexible test lead sets fit Fluke, HP (Agilent), Tektronix, and Wavetek (Meterman) multimeters. Each ae Bet 
includes 1 black and 1 red 48” lead made of high-temperature silicone wire. Mfg. part no. 5907A right-angle Voltage Current Lead ed ee 
sheathed banana plug to straight sheathed banana plug. Mfg. part no. 5909A irght-angle sheathed banana Mfg. Part No. Rating Rating Length Stock No. 1-4+ 
plug on each end. Hook Clip to Hook Clip 
Price per @ 76-004A 60V 2A 500mm 12M5887 = 
Voltage Current Lead |__Pkg. PIM_5955 
Mfg. Part No. Color Rating Rating Length Stock No. ‘ihe 
4mm Banana Plug, Shrouded to 4mm Right Angle Banana Plug, Shrouded 
@5907A Black, Red 1kV 10A 1.219m 95F1291 24.99 DELUXE ELECTRICAL DMM KIT Pomona 
4mm Right Angle Banana Plug, Shrouded to 4mm Right Angle Banana Plug, Shrouded ——. 
@ 5909A Black, Red 1KV 10A 4.219m 95F 1293 24.99 a RoHS 
Geena 
PIM_61178 Available 
SMD MICROTIP™ TEST PROBE SET |? ) . 
omona = 
—— —ae 


Replaceable tip probe set with spring-loaded pogo-pin triple-point fits most DMMs. Thermoplastic elastomer 
outer coat provides comfortable grip and flexible strain relief. Probe and banana plug are molded directly onto 
the wire for robust pull strength. High strand count silicone wire for extreme flexibility. Ratings: IEC 1010-2-031, 
CAT Ill 1000V 5A. Set includes 1 black and 1 red test lead with 2 replaceable clips. 


Voltage Current Lead Price Each 

Mfg. Part No. Color Rating Rating Length Stock No. at 
@ 5432-2 10M4854 9.29 
@ 5432-0 ii iss 06M6789 9.29 
Test Tip Probe to 4mm Banana Plug 

5309A Black, Red 60V 10A 1.219m 94F1518 26.99 
Test Tip Probe to 4mm Stackable Banana Plug 
@ 5144-48-0 Black 1.2kV 5A 1.219m 10M4708 25.10 
@ 5144-48-2 Red 1.2kV 5A 1.219m 10M4709 25.10 
PIM_8972 
4mm TEST LEADS 


TENMA 


72-9310 72-9315 


72-9335 
72-9310 includes a pair of red and black test leads with different probe options for connections to shrouded 4mm 


72-9340 


sockets. 72-9315 includes a pair of red and black test leads with right angled shrouded 4mm sockets. 72-9335 
includes a pair of red and black fused test leads with right angled connection to shrouded 4mm sockets. 72-9340 
includes a pair of red and black test leads with right angled connection to shrouded 4mm sockets. 
Price Each 
Mfg. Part No. Stock No. 1+ 
72-9310 8672021 7.59 
72-9315 8672022 5.63 
72-9335 8672026 3.57 
72-9340 8672027 3.75 
PIM_212543 


—_ 2. 


Premium kit designed for electrical applications. Includes silicone insulated 4ft (1.2m) test leads, modular 
electrical test probes with standard tips, Maxigrabber® test clips with jaws, Maxigrabber® test clips with hooks, 
Maxigrabber® test clips with pincers, large alligator clips, and nylon Storage pouch. DMM plugs fit meters from 
Fluke, Wavetek (Meterman), Amprobe, Greenlee and others. 


Price Each 
Mfg. Part No. Contents Stock No. 1+ 
@ 5904A/POM | 2 x Test Leads, 2 x Test Probes, 2 x Alligator Clips, 6 x Test Clips, | 73K9951 169.99 
4-Fold Nylon Pouch 


PIM_5329 


DELUXE DMM TEST MAXI KIT 


Pomona 


ull 


Mfg. part no. 5677 is ideal for Test and Measurement Scenarios using DMM's. Includes silicone insulated 4ft 
(1.2m) leads with right angle plug, modular probe set with replaceable tips, replacement tips set, Retractable tip 
test probe set, test lead coupler set, medium alligator clip set, large alligator clip set, spade lugs, IC probe tip 
adapter, Minigrabber® test clip leads, Minipincer® test clip leads, and Nylon storage pouch. 


Price Each 
Mfg. Part No. Contents Stock No. 1+ 
5677B 8 x Test Leads, 2 x Test Probes, 4 x Alligator Clips, 2 x Probe} 3004814 189.99 
Adapter, 2 x Couplers, 2 x Spade Lug 


PIM_5328 


BASIC AND DELUXE TEST LEAD ACCESSORY KITS 


a 


TENMA 


76-082 
76-081 @ Probe Bodies with Replaceable Tips 1000V CAT 
@ 60” Red and Black PVC Insulated Leads 1000V Il 36A 
CAT Ill 12 @ Flexible Pincer Clip 1000V CAT III 6A 


> CONTINUED > 
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BASIC AND DELUXE TEST LEAD ACCESSORY KITS (CONT.) 

Mfg. part no. 76-082 contains everything in 76-081 but also includes fully-insulated IEC alligator clips, in black 
and red; insulated banana plug adapters in black and red: insulated spade lug adapters, in black and red; and 
spring-loaded tip probes, in black and red. 


Price per 
Kit 
Mfg. Part No. Contents Stock No. 1-4+ 
@ 76-081 2x Test Leads, 2 x Test Probes, 2 x Replaceable Tips, 2 x IC Caps, | 16F7740 = 


2 x Flexible Pincer Clips 


Test Leads, Test Probes, Test Tips, IC Caps, Spade & Banana} 16F7741 eas 
Adapters, Alligator Clips, Pincer Clips 


@ 76-082 


PIM_5968 


DIGITAL MULTIMETER ACCESSORY KIT 
@ Type: Technician 

© Voltage (IEC 61010-031): 1,000V CAT Ill 

© Current: 10A 

© Temperature: -20°C to +80°C 

Provides users with the necessary test leads to 
begin using one's digital multimeter to the fullest. 
Silicon jacketed test lead wire 


TENMA 


Pes 


Price per 
Kit 
Mfg. Part No. Contents Stock No. 1-4+ 
@ 76-240 1Pair of 1m Black & Red Test Leads, 1Pair of Test Probe Bodies with | 38X6029 = 


2mm Tip, 1Pair of Alligator Clip 


PIM_5924 


BANANA PLUGS/DUAL BANANA PLUGS 


Pomona 
RoHS _ 
Compliant 
Available 


Rating: 300Vrms +50°C. 


Voltage Lead Price Each 
Mfg. Part No. Rating Length Stock No. 1+ 


4mm Stackable Double Banana Plug to 4mm Stackable Banana Plugs x 2 


@ 1368-A-18 300Vrms 457.2mm 10M4167 42.13 
@ 1368-A-36 300Vrms 914.4mm 10M4168 42.13 
@ 1368-A-48 300Vrms 1.219m 89F403 42.13 
@ 1368-A-60 300Vrms 1.524m 94F294 42.13 
PIM_8912 


STACKING PIN TIP PLUG/DUAL BANANA PLUG 


RoHS _ 
Compliant 
Available 


HAND HELD TEST EQUIPMENT 
TEST LEADS & ACCESSORIES 


ALLIGATOR CLIPS/DOUBLE BANANA PLUG (CONT.) 
Mfg. part no. 2BA-AL-36 2 conductor twisted pair cable; mfg. part no. 2BC-AL-36 RG58C/U500 cable. 


Voltage Current Lead Price Each 
Mfg. Part No. Rating Rating Length Color Stock No. 1+ 
4mm Stackable Double Banana Plug to Alligator Clips x 2 
@ 2BC-AL-36 150Vrms 5A 914.4mm Black 10M4193 35.27 
@ 2BA-AL-36 150Vrms 5A 914.4mm Grey 10M4190 42.13 
PIM_8908 


MULTI-STACKING DOUBLE BANANA PLUG CABLE 
Ta 


Se 


Pomona’ 
RoHS 
Compliant 
Available 


Banana plug bodies: brass, nickel-plated. Springs: beryllium copper, nickel plated. Insulation: polypropylene 
molded to the plug bodies and cable. 2BA cable type: 2 conductor, twisted pair 18 AWG. 2BC cable type: 
RG58C/U, 0.195” 0.D. Operating voltage: 300Vrms (2BA), 1400Vrms (2BC). Operating temperature: +55°C 
max. 


Voltage Lead Price Each 
Mfg. Part No. Rating Length Color Stock No. 1+ 
4mm Stackable Double Banana Plug to 4mm Stackable Double Banana Plug 
@ 2BA-36 300Vrms 914.4mm Grey 10M4191 30.37 
PIM_8907 


MINIGRABBER® TEST CLIPS-TO-DOUBLE BANANA 


PLUG PATCH CORDS 7 


Pomona’ 
RoHS 
Compliant 
Available 


2 test clips connected to black 8.00” (203.20) and red 1.50” (38.10) lead wires connected to dual banana plug. 
300Vrms +50°C. Cable type: Sa 
Voltage Current Lead Price Each 
Mfg. Part No. Rating Rating Length Stock No. 1+ 
Hook Clip to 4mm Stackable Double Banana Plug 
@ 3786-C-18 300Vrms 5A 457mm 10M4299 30.37 
@ 3786-C-24 300Vrms 5A 610mm 10M4300 30.37 
@ 3786-C-36 300Vrms 5A 914mm 10M4301 30.37 
@ 3786-C-48 300Vrms 5A 1.219m 10M4302 30.37 
@ 3786-C-60 300Vrms 5A 1.524m 10M4303 30.37 
PIM_8904 


MICROGRABBER® TEST CLIP-TO-STACKING 


BANANA PLUG PATCH om 


CORDS 
20AWG test clip/standard stacking banana plug. 150V 3A +55°C. 


RoHS 
Compliant 
Available 


Voltage Current Lead Price Each 
Voltage Lead Price Each Mfg. Part No. Rating Rating Length Color Stock No. 1+ 
Mfg. Part No. Rating Length Color Stock No. 1+ Hook Clip to 4mm Stackable Banana Plug 
4mm Stackable Double Banana Plug to Pin Tip Plug Stackable x 2 @ 5053-24-0 150Vrms 3A 610mm Black 10M4594 10.84 
@ 2BC-PP-36 1.4kV 914.4mm Rs 10M4195 41.15 @ 5053-24-2 150Vrms 3A 610mm Red 10M4595 10.84 
2BC-PP-60 1.4kV 1.524m Black 78B1642 43.11 @ 5053-36-0 150Vrms 3A 914mm Black 10M4596 11.26 
PIM_8910 @ 5053-36-2 150Vrms 3A 914mm Red 10M4597 41.26 
@ 5053-48-0 150Vrms 3A 1.219m Black 10M4598 11.26 
ALLIGATOR CLIPS/DOUBLE BANANA PLUG o: See ae a 12tom | Red es 
=- Pomona =» 
SBery ; 
Compliant 
Available 
> CONTINUED > 
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HAND HELD TEST EQUIPMENT @ Indicates RoHS Compliant 4] Find Datasheets Online 
TEST LEADS & ACCESSORIES 


REPLACEMENT MODULAR TEST LEADS AND @ PATCH CORDS (CONT.) 


PROBES Pomona Voltage | Current 


Lead Price Each 
ons Mfg. Part No. Rating Rating Length Color Stock No. 1+ 
Osa 4mm Stackable Banana Plug to 4mm Stackable Banana Plug 
Malate "e840 60V 15A 101.6mm | Black 06M6942 7.05 
@ B-4-2 60V 15A 101.6mm Red 06M6943 7.05 
@ B-8-0 60V 15A 203.2mm Black 06M6951 7.25 
@ B-8-2 60V 15A 203.2mm Red 06M6952 7.25 
5907A @ B-12-0 60V 15A 304.8mm Black 34F880 125) 
Mfg. part no. 5906A set contains test probe handle with brass caged banana plug tip and sheathed 0.158” @ B-12-6 60V 15A 304.8mm Blue 96F7092 7.39 
(4) banana jack in handle. Set contains one black, one red probe. Mfg. part no. 6232 similar to mfg. part no. @ B-12-2 60V 15A 304.8mm Red 34F879 7.39 
5906A except .080 notch tip. , ; @ B-12-9 60V 15A 304.8mm White 84F885 7.39 
Set fit Fluke, HP, Tektronix, and Wavetek brand-multimeters. One black, one red lead. 48” long high-temperature 60V 715A 305 Black 90B3695 
silicone wire. Mfg. part no. 5907A right-angle sheathed banana plug to straight sheathed banana plug. Mfg. @ 2948-12-0 a a 12.76 
part no. 5908A straight sheathed banana plug each end. Mfg. part no. 5909A right-angle sheathed banana @ B-18-8 60V 15A 457mm Grey 0104623 7.59 
fag eel cues © B-18-0 60V 15A 457.2mm Black 34F882 7.44 
- @ B-18-6 60V 15A 457.2mm Blue 70B7185 7.59 
aah ee el oe ei er cee Ee © B-18-2 60V 15A 457.2mm Red 34F881 7.44 
P a: at a a ang aati pan ne oa 7. lockiNo: as © B-18-9 60V 15A 457.2mm | White 94F284 7.59 
eo ananaes Th ae a" = 7 ug: 7 - aol @B.24-0 60V TSA 609.6mm | Black 34F849 7.54 
7mm lack, Re 
-24- 60V 15A 609.6 G 96B8428 
© 5908A 1KV 10A 1219m | Black Red | 48F1708 | 24.99 seu ut wy ueo8 
7 @ B-24-2 60V 15A 609.6mm Red 34F848 7.54 
4mm Banana Plug, Shrouded to 4mm Right Angle Banana Plug, Shrouded 
@ 2948-36-0 60V 15A 914mm Black 10M4226 12.76 
@ 5907A 1kV 10A 1.219m Black, Red 95F1291 24.99 
5 7 @ 2948-36-2 60V 15A 914mm Red 10M4227 12.76 
4mm Right Angle Banana Plug, Shrouded to 4mm Right Angle Banana Plug, Shrouded er260 SOV 15A 014.4mm Black SAF 851 aE 
@ 5909A 1kV 10A 1.219m Black, Red 95F1293 24.99 —— - £ 
@ B-36-8 60V 15A 914.4mm Grey 70B4665 7.69 
es per @ B-36-2 60V 15A 914.4mm Red 34F850 7.54 
For Use | wry 60V 15A 1.219 Black | _06M6944 
Mfg. Part No. Type with aes = ; ; ia 60V 15A Ome Ye i 91B3621 aa 
@ 5906A Test Probe Handle Digital Multimeters 95F1302 19.99 : ake = Ue 
@ B-60-9 60V 15A 1.524m White 9280840 7.99 
oe @B-126 60V 15A 183m Blue 50B6694 8.19 
@ B-72-1 60V 15A 1.83m Brown 50B6690 7.74 
SMD TEST TWEEZER™ LEADS ® @B-125 60V 15A 183m Green | _50B6693 8.19 
omona @B-72-8 60V 15A 1.83m Grey 50B6696 8.19 
@ B-72-3 60V 15A 4.83m Orange 50B6691 8.19 
@ B-72-2 60V 15A 1.83m Red 06M6950 8.03 
@ B-72-7 60V 15A 1.83m Violet 50B6695 8.03 
@ B-72-9 60V 15A 1.83m White 50B6697 8.19 
@ B-72-4 60V 15A 1.83m Yellow 50B6692 8.19 
Ideal for testing surface mount devices. Tweezer™ clip on 48” (1.219m) long shielded coaxial RG 174/U cable @ HB-36-0 70V 15A 914mm Black 06M7324 17.63 
to sleeved banana plugs. Durable gold-plated beryllium copper test tweezer with black and red glass-filled nylon 
insulation, is rated 30VAC/70VDC 3A. Brass banana plug with nickel-plated beryllium copper spring and flexible SB 6°2 10V 16A 14mm Red OG MIG25 17.63 
PVC insulation. Tweezer™ is 4.5” long from end-to-end. @ HB-60-0 70V 15A 1.524m Black 06M7328 17.63 
Voltage Guizeat iad Price Each @HB-60-2 70V 15A 1.524m Red 81F4626 17.63 
Mfg. Part No. Rating Rating Length Stock No. 1+ Alligator Clip to 4mm Stackable Banana Plug 
SMD Test Tweezer to 4mm Right Angle Banana Plugs, Shrouded x 2 @ 3220-36-0 60V 5A 914mm Black 10M4234 8.13 
5678-K-48 400Vrms 3A 1.219m 50F850 44.09 @ 3220-36-2 60V 5A 914mm Red 10M4235 8.13 
PIM_5330 Alligator Clip to Alligator Clip 
@ AL-B-12-0 60V 5A 304.8mm Black 06M6923 8.42 
@ AL-B-12-2 60V 5A 304.8mm Red 06M6924 8.42 
Bene GHkns Pomona @ AL-B-24-0 60V 5A 609.6mm Black 06M6925 8.91 
@ AL-B-24-2 60V 5A 609.6mm Red 06M6926 8.91 
— ; Geptinpian @ AL-B-36-0 60V 5A 914.4mm Black 06M6927 8.91 
Available @ AL-B-36-2 60V 5A 914.4mm Red 06M6928 8.91 
@ AL-B-60-2 60V 5A 1.524m Red 78B1539 = 
— Pin Tip Plug Stackable to Pin Tip Plug Stackable 
- @ P-4-0 3kV 5A 101.6mm Black 06M7552 9.40 
@ P-4-2 3kV 5A 101.6mm Red 06M7553 9.40 
= ” @ P-8-0 3kV 5A 203.2mm Black 06M7554 9.59 
@ P-8-2 3kV 5A 203.2mm Red 06M7555 9.59 
@ P-12-0 3kV 5A 304.8mm Black 06M7546 9.88 
@ P-12-2 3kV 5A 304.8mm Red 06M7547 10.09 
@ P-24-0 3kV 5A 609.6mm Black 06M7548 10.65 
@ P-24-2 3kV 5A 609.6mm Red 06M7549 10.65 
@ P-36-0 3kV 5A 914.4mm Black 06M7550 10.65 
Pomona has made it easy for you to get exactly what you need with a huge selection of patch cords and test @ P-36-2 3kV 5A 914.4mm Red 06M7551 10.65 
leads designed for reliable, convenient connections. PIM_8971 
STACKING PIN TIP PLUG EACH END — FIG. 1 
0.080” (2.03) O.D. pin tip. 20 AWG. 3000VDC, 5A, +55°C. 
Voltage Current Lead Price Each ifi i 
Mfg. Part No. Rating Rating Length Color Stock No. 1+ Vendor Approved Modification 
4mm Stackable Banana Plug to 4mm Banana Socket ‘ F 
© 4702240 SRV 15A é10mm Black T0M4345 Fas Panel Meters and Switches designed to your specs 
@ 4702-24-2 5kV 15A 610mm Red 10M4346 STE eRe COG Ee es 
— Hotes) ISO certified lab with a Certificate of Conformance included with your order 
@ 4702-36-0 5kV 15A 914mm Black 10M4347 10.09 
© 4702-36-2 _ 15A vigmm: | Red LOM 9.88 Email panelmeters@newark.com Call 800 859 1257 
PIM_5624798 
> CONTINUED > 
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MOLDED BREAKOUTS 


2630 


3788 5305 


HAND HELD TEST EQUIPMENT 


TEST LEADS & ACCESSORIES 
san aocemmrycu —_TENMA’ 
@ EN61010-2-031 CATI (IEC1010) 


® 600V (DC+AC Peak) 
@ Low Noise - Improved Compensation 
@ 1.2m Cable Length 
@ 10-35pF Compensation Adjustment 
@ REF Position, Tip Disconnected and Scope Input 

Grounded (Types 76-102 and 76-105 Only) 
© Accessory Kit and Storage Pouch Included 
Mfg. part no. 76-109: 60MHz -3dB, x10 position, 10MO imped. (1MO input), 18pF capacitance, 5.8ns risetime. 
15MHz -3dB, x1 position, 1MO imped. (scope input), 46pF capacitance, 27ns risetime. Mfg. part no. 76-102: 
100MHz -3dB, x10 position, 10MO imped. (1MO input), 16pF capacitance, <3.5ns risetime. 6MHz @ -3dB, x1 
position, 1MO impedance (scope input), 90pF capacitance, 58ns risetime. Mfg. part no. 76-105: 200MHz -3dB, 
x10 position, 10MO imped. (1MO input), 14pF capacitance, <1.8ns risetime. 10MHz @ -3B, x1 position, 1MO 
imped. (scope input), 90pF capacitance, 35ns risetime. 


Price per 
For Use Kit 
Mfg. PartNo. | Functions With Stock No. 1-4+ 
Sprung Hook Probe 
a8 © 76-110 Kits 76-102, 76-105, 76-106, 76-107, 76-109 | 84N2152 a 
RoHS i 
Gee lant Oscilloscope 
3073 Available @ 76-105 Frequency All Makes & Models of Oscilloscopes 84N2147 a 
@ 76-102 Frequency General Purpose Oscilloscopes 84N2144 =a 
@ 76-109 Frequency General Purpose Oscilloscopes 84N2151 = 
P PIM_5923 
5188 
Voltage Lead Price Each 250MHz REPLACEMENT OSCILLOSCOPE PROBES TENMA’ 
Mfg. Part No. Rating Length Color Stock No. i+ @ X1/X10 (type 76-107 is X10 only) 
BNC Jack to 4mm Stackable Banana Plugs x 2 : ibd bee poitecie 
© 3073 60V 136.52mm Black, Red [| 10M4233 16.65 © G00V (AC+DC Peak) ( ) 
BNC Jack to Alligator Clip © Low Noise, Improved Compensation 
150V1 127 Black, Red 10M4222 ® 1.2m Cable Length 
pd 7 7 ue m0 “ | HGS) @ 10-35pF Compensation Adjustment 
BNC Jack to Alligator Clips x 2 © Accessory Kit and Storage Pouch Included 
@ 2631 45Vrms 149mm Black, Red | 10M4223 17.63 © Type 76-107 Includes Readout Actuator Pin 
BNC Jack to Free End Pri 
rice per 
@ 4969 500Vrms 149.22mm Black, Red 94F1506 12.57 For Use Kit 
BNC Jack to Hook Clip Mfg. PartNo. | Functions With Stock No. 1-4+ 
@ 3788 60V 139.7mm Black, Red 35F1061 17.83 Sprung Hook Probe 
BNC Jack to Hook Clips x 2 @ 76-110 Kits 76-102, 76-105, 76-106, 76-107, 76-109 84N2152 — 
@ 5188 60V 136.52mm Black, Red 90F1316 26.45 Oscilloscope 
@ 5305 150Vrms 140mm Black, Red 46F2415 26.45 @ 76-107 Frequency All Makes & Models of Oscilloscopes 84N2149 = 
BNC Jack to Pin Tip Plug Stackable x 2 @ 76-106 Frequency All Makes & Models of Oscilloscopes 84N2148 = 
© 3221 70V 139.7mm Black, Red | 10M4236 25.47 PIM. 5922 
BNC Plug to 4mm Stackable Banana Plugs x 2 
@ 3957 60V 136.52mm Black, Red 94F1581 28.41 COAXIAL BREAKOUTS 
BNC Plug to Free End 
@ 4970 500Vrms 149.22mm Black, Red 94F1507 16.31 | VAVELLER | 
BNC Plug to Hook Clips x 2 
@ 3789 60V 139.7mm Black, Red | 35F975 25.99 — 
BNC Plug to Pin Tip Plug Stackable x 2 BU-5100-A 
@ 3901 70V 139.7mm Black, Red 77B2426 28.41 
PIM_8975 
BU-5030-C 
SILICONE PATCH CORDS TENM. rN i 
4mm stacking banana plugs on each end of highly BU-5330-F 
flexible silicone-jacketed wire. Rated 12A/1200V. = “a BU-1450-C BU-5244-A 
Choice of 2 colors. CE compliant. Gee sinpiat 
- Available 
76-008 
Voltage Current Lead Price Each sacs 
Mfg. Part No. Rating Rating Length Color Stock No. 1-14+ BU-5144-A 
4mm Stackable Banana Plug to 4mm Stackable Banana Plug = 
@ 76-009 1.2KkV 12A 1.016m Black 16F 7681 mr Voltage |) Current | Lead Hull sacl 
- - Mfg. Part No. Rating Rating Length Color Stock No. 1-99+ 
wie: 06 awl ue ‘016m | Red [BRISEAES as BU-5100-A-48-0 | 300Vims 48" 88F6344 = 
S601 nan g2h 24mm | Black OTS i BU-5100-A-180-0 | 300Vims 180" 62M3262 = 
© 76-010 Ua 2s 1.524m _ ASETER2 = BNC Jack to 4mm Stackable Banana Plugs x 2 
RIM 2958 BU-5220-A-4-0 300V 10A 101.6mm_| 16F3546 | 15.66 
BNC Jack to Alligator Clips x 2 
TWEEZER SET TENM. [A BU-5231-A-4-0 300Vrms 10A 101.6mm | Black 90F5758 11.95 
SMD component testing tweezers. Isolated contact BNC Jack to Free End 
He i ea i pene ie ile at a — BU-5200-A-4-0 300Vrms 5A 101.6mm 90F5756 8.68 
lack and red; 1m cable length. Durable gold-plate 
beryllium copper contact tips grip small components @ BU-P4969 4 300Vims 5A 120mm 6eW1217 10.90 
during testing. Cable: RG174/U. Rating: 400Vrms, BNC Jack to Hook Clips x 2 
1A. BU-5214-A-4-0 300Vrms 5A 101.6mm 16F3545 15.60 
Price per BNC Jack to Pin Tip Plug Stackable x 2 
Voltage Current Lead kits BU-5244-A-4-0 300Vrms 5A 101.6mm_| 90F5759 | 20.98 
see: fe No. rr ae , eit Length StOSING) Ua BNC Plug to 4mm Stackable Banana Plugs x 2 
oe eee eee ee BU-5120-A-4-0 300vims | 5A 101mm 89F474 | 13.47 
@ 76-001 400Vrms 1A 1m 16F7674 ges 
PIM_5954 > CONTINUED > 
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TEST LEADS & ACCESSORIES 
COAXIAL BREAKOUTS (CONT.) TRUE 750 BNC MALE CABLES IP ® 
Voltage Current Lead Price Each | omona 
Mfg. Part No. Rating Rating Length Color Stock No. 1-99+ Bails 
BNC Plug to Alligator Clip Gop tinnian 
BU-5030-C-12-0 | 300Vims 304.8mm | Black,Red | 3788799 = Avaliable 
BU-5330-F-12-0 300Vrms 304.8mm Black, Red 37B8811 = 
BU-5030-C-24-0 300Vrms 609.6mm Black, Red 90F5770 eas = 
BU aoliend a0ovans 60a.6mm_| Black, Red |BRSRBEST = © BNC Connectors are Perfectly Matched to 750 Applications 
BU-5030-C-36-0 300Vrms 914.4mm_| Black, Red | 70B9944 = Impedance for Superior VSWR and Return Loss — @ Cable Type: High-Flex, Multistrand Center Conduc- 
BU-5330-F-36-0 300Vrms 914.4mm | Black, Red 37B8813 = Performance tor, RG59 Type, Black 
BU-5030-C-48-0 300Vrms 12m Black, Red 37B8800 = ° Ideal for Digital Video and Telecommunications 
— Rating: 500Vrms +50°C. 
BU-5330-F-48-0 300Vrms 1.2m Black, Red 37B8814 = : 
BU-5030-C-60-0 | 300Vims 1524m | Black,Red | 90F2012 = ie. | aie fee lencsiEsch 
BU-5330-F-60-0 300Vrms 1.524m Black, Red 37B8815 — Mfg. Part No. dance Type Imperial Color Stock No. 1-24+ 
BNC Plug to Alligator Clips x 2 BNC Straight Plug to BNC Straight Plug 
BU-5131-A-4-0 300Vrms 10A 101.6mm Black 89F476 21.87 @ 6510-V-12-0 750hm RG59 tft Black 30C5088 30.99 
BNC Plug to Free End @ 6510-V-24-0 750hm RG59 2ft Black 3005089 30.99 
BU-5100-A-4-0 300Vrms 101.6mm 89F472 12.24 @ 6510-V-36-0 750hm RG59 3ft Black 30€5090 30.99 
@ BU-P4970 500Vrms 177.8mm 66W1218 14.45 @ 6510-V-48-0 750hm RG59 4ft Black 3005091 35.99 
BNC Plug to Hook Clips x 2 @ 6510-V-60-0 750hm RG59 5ft Black 3005092 35.99 
BU-1450-C-12-0 | 300Vrms 304.8mm | Black,Red | 37B8665 = FIM. 69087 
BU-1450-C-24-0 300Vrms 609.6mm Black, Red 90F5735 = 
BU-1450-C-36-0 300Vrms 914.4mm Black, Red 90F5736 es CABLE ASSEMBLIES ® 
BU-1450-C-48-0 | 300Vrms 1.2m | Black,Red | 37B8666 = Pomona 
BU-1450-C-60-0 300Vrms a 1.524m Black, Red 37B8667 eas 
BU-5114-A-4-0 300Vrms 5A 101.6mm Black, Red 89F473 19.06 ‘ Soper 
BNC Plug to Pin Tip Plug Stackable x 2 Available 
BU-5144-A-4-0 300Vrms 5A 101.6mm Black 89F477 26.15 
PIM_201323 
COAXIAL CABLE ASSEMBLIES % 
° ee plug: ae center contact, silver-plated body, MIL-C-39012 QAVELLE 


@ BNC plug: silver-plated brass body, gold/ 
nickel plated brass center contact, MIL-C-39012 
(BU-5454-B) 


RoHS — 
Compliant 
Available 


BNC to SMA 


Triaxial BNC to Triaxial BNC 


© BNC plug: tarnish resistant nickel-plated Rating: 335Vrms. Cable Type: RG316/U. 0.98” O.D. 
brass body, gold-plated brass center contact Cable Price Each 
(BU-P2249-C) Impe- Cable Length 
@ BNC plug/jack: fully insulated nylon housing, Mfg. Part No. dance Type Imperial Color Stock No. 1-24+ 
nickel-plated brass body, gold/nickel plated BNC Straight Plug to SMA Straight Plug 
ee Aaa polyelnylene-diclectic © 4935-BB-24 50ohm RGI16 2 Brown | 7784084 | 72.99 
e ate Hands free testing at 500 VRMS on @ 4935-BB-48 50ohm RG316 4 Brown 10M4376 ary 
center conductor @ 4935-BB-60 500hm RG316 5 Brown 10M4377 75.99 
BU-5050-B NEMA 5-15P to N Type Straight Plug 
Cable Price Each @ 1658-T-36 50ohm RG214 3 Black 77B2158 100.99 
Mfg. Part No. dane ee ie Color | StockNo. | 1-99 cl LN) Black | RRIB2IS URS ERI SOeY 
= = : Triaxial BNC Straight Plug to Triaxial BNC Straight Plug 
BNC Straight Plug to BNC Straight Jack, Fully Insulated Nylon Housing 505636 S0ohm Baseng7 F yallow TENCE FEDS 
BU-5659-B-24-0 50ohm RG58 2 Black 37B8829 ey = 
7 Fi @ 5054-60 50ohm Belden 9222 5 Yellow 78B1834 163.99 
BNC Straight Plug to BNC Straight Plug — l — - 
BU-5050-B-12-0 50ohm RGS5EC 7 Black 89F470 ae Triaxial BNC Straight Plug to Triaxial BNC Straight Plug, 3-Lug 
BU-5050-B-36-0 B0ohm RGBBC 3 Black 93F9739 = @ 5223-36 50ohm Belden 9222 3 Yellow 94F5207 152.99 
@ BU-5050-B-48-0 50ohm RG58C 4 Black 37B8804 18.04 PIM_6969 
BU-5050-B-60-0 50ohm RG58C 5 Black 16F3544 18.09 
BNC Straight Plug to BNC Straight Plug, With Strain Relief, MIL-C-39012 BNC MALE CABLE ASSEMBLIES ® 
BU-5454-B-12-0 50ohm RG58C 1 Black 37B8821 = Had j =i Pomona 
BU-5454-B-36-0 50ohm RG58C 3 Black 37B8823 = sai 
BU-5454-B-48-0 50ohm RG58C 4 Black 37B8824 eas Geena 
BU-5454-B-60-0 50ohm RG58C 5 Black 37B8825 cea 
BNC Straight Plug to BNC Straight Plug, With Strain Relief, Mil-M17/155-00004 
@ BU-P2249-C-6 50ohm RG58C 6" Black 66W1175 22.67 
@ BU-P2249-C-12 50ohm RG58C 1 Black 66W1167 22.67 
@ BU-P2249-C-24 50ohm RG58C 2 Black 66W1170 21.39 ment 
@ BU-P2249-C-36 50ohm RG58C 3 Black 66W1173 22.67 15) 
@ BU-P2249-C-48 50ohm RG58C 4 Black 66W1174 26.43 BNC-C 
@ BU-P2249-C-60 50ohm RG58C 5 Black 66W1176 27.06 BNC male/BNC male. 500. 500Vrms, +80°C. (*)Economy style. 
@ BU-P2249-C-120 50ohm | RG58C 10 Black | 66W1168 | 31.41 : cx ante Price Each 
@ BUR eeAo C160 50ohm_|_RESEC 2 Black _ |MBGOWAIGB IES |EBSUIES) Mfg. Part No._| dance Type__|_ imperial _| Color [esa NTE 
@ BU-P2249-C-240 50ohm RG58C 20 Black 66W1171 45.00 BNC Straight Plug to BNC Straight Plug, 5697 Series 
@ BU-P2249-C-300 50ohm RG58C. 251 Black 66W1172 52.10 @ 5697-6 50ohm RG58C 6” Black 94B9361 13.29 
@ BU-P2249-C-600 50ohm | RGS8C 50 Black | 66wi177 | 76.74 © 5697-12 50ohm RGBBC ft Black 50F1529 AOE 
PIN. 201324 @ 5697-24 50ohm RG58C 2tt Black 50F1530 13.99 
@ 5697-36 50ohm RG58C 3ft Black 50F1531 13.99 
@ 5697-48 50ohm RG58C 4ft Black 50F1532 23.99 
@ 5697-60 50ohm RG58C 5ft Black 50F1533 23.99 
@ 5697-72 50ohm RG58C 6ft Black 50F1534 23.99 
@ 5697-120 500hm RG58C 10ft Black 50F1535 26.99 
> CONTINUED > 
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Cable Price Each 
Impe- Cable Length 
Mfg. Part No. dance Type Imperial Color Stock No. 1-24+ 
BNC Straight Plug to BNC Straight Plug, BNC-C Series 
@ BNC-C-18 500hm RG58C 18” Black 30F1417 30.99 
@ BNC-C-24 500hm RG58C 2ft Black 34F842 30.99 
@ BNC-C-36 50ohm RG58C 3ft Black 34F843 30.99 Yo ur 
@ BNC-C-48 50ohm RG58C 4ft Black 44F2636 32.99 
@ BNC-C-60 50ohm | RG58C oft Black 44F2638 | 32.99 D EV E LO P M E N T 
PIM_8906 SS 
BNC MALE EACH END CABLE ASSEMBLIES ® ae 'D) i ST RI BUTO R 
Molded stress relief boot. 2249-C series: ideal for Pomona : Pees : De Rene i 
most test and measurement applications, RGS8CIU, RoHS ms ee 
500; 2249-E series: ideal for use with TV, video and Gee simpian 
LAN signals, RG59B/U, 750; 4964 series: ideal for Available 
low power, low frequency measurements. 
Cable Price Each 
Impe- Cable Length 
Mfg. Part No. dance Type Imperial Color Stock No. 1-24+ 
BNC Straight Plug to BNC Straight Plug 
@ 4964-SS-24 50ohm 2 Black 89F334 32.99 
@ 4964-SS-36 50ohm 3 Black 89F328 33.99 
@ 4964-SS-48 50ohm 4 Black 89F329 37.99 
@ 4964-SS-60 50ohm 5 Black 89F330 37.99 
@ 4964-SS-240 50ohm a 20 Black 50B6750 60.99 
@ 2249-C-6 50ohm RG58C 6” Black 91B6405 27.99 
@ 2249-C-12 50ohm RG58C 1 Black 35F1072 27.99 
@ 2249-C-24 50ohm RG58C 2ft Black 35F1073 27.99 
@ 2249-C-36 50ohm RG58C 3 Black 35F1074 27.99 
@ 2249-C-48 50ohm RG58C 4 Black 35F1075 30.99 
@ 2249-C-60 50ohm RG58C i) Black 35F1076 30.99 
@ 2249-C-72 50ohm RG58C 6 Black 89F333 30.99 
@ 2249-C-120 50ohm RG58C 10 Black 89F332 37.99 2 EDUCATION 
@ 2249-C-180 50ohm RG58C 151 Black 89F331 43.99 
@ 2249-C-300 50ohm RG58C 26ft Black 88F6303 60.99 & MAKERS 
@ 2249-C-600 50ohm RG58C 50ft Black 88F6302 85.99 
@ 2249-E-12 750hm RG59B 1 Black 35F1077 28.99 
@ 2249-E-24 75ohm RG59B 2 Black 35F1078 28.99 
@ 2249-E-36 75ohm RG59B 3 Black 35F1079 28.99 
@ 2249-E-48 750hm RG59B 4 Black 35F1080 30.99 
@ 2249-E-60 750hm RG59B 5 Black 35F1081 30.99 
@ 2249-E-72 750hm RG59B 6 Black 50F1471 30.99 
@ 2249-E-120 75ohm RG59B 10ft Black 1407842 37.99 
@ 2249-E-180 750hm RG59B 151 Black 98F7840 42.99 
@ 2249-E-240 750hm RG59B 20ft Black 51B934 50.99 
@ 2249-E-300 75ohm RG59B 26ft Black 97B2360 60.99 
PIM_8905 


PROTOTYPE 
7 & TEST 


= 


ae 
E 


Call 800 859 1257 


Email panelr 


PIM_5624805 
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IR THERMOMETERS 


FLUKE VT04/ VT04A VISUAL IR FLUKE-60 SERIES INFRARED THERMOMETERS 
THERMOMETERS 


© Built-in digital camera 
@ Exclusive thermal heat map blending overlay can blend digital 
and thermal images to instantly show the exact location of the 
issue (blend between 0%, 25%, 50%, 75%, and full thermal 
with one button) 
@ Fully automatic with built-in intelligence (no training required) 
© True pocket size design 
@ SmartView® reporting software can store up to 10,000 images 
per GB on included SD card and make professional reports on 
included professional software 
© Hot and cold spot trackers automatically identify hottest and 
coldest spots within field of view 


FLUKE > FLUKE; 


© Utilizes hyper-thin pyroelectric array technology FLUKE-59 MAX NA FLUKE-61 FLUKE-62 MAX 
@ VT04/VTO04A has additional alarm and time lapse features (Hi/ All Models: FLUKE-61 Only: 
Lo temperature alarm, Time lapse image capture, Auto-monitor © Fast response © Bright laser beam provides easy targeting 
alarm) @ Backlit LCD display for poorly lit areas @ Shock-absorbing holster increases ruggedness 
Fluke Visual IR Thermometers combine the convenience of a FLUKE-59 MAX Only: @ 0.2 °C (0. 5 °F) resolution up to 275 °C (525 °F) 


spot thermometer with the visual advantage of an infrared camera @ Precise laser technology for more accurate and @ Automatic sleep mode after 7 seconds extends 

creating a brand new tool category. Every Fluke Visual IR Thermometer has a built-in digital camera with a repeatable measurements battery life 

thermal heat map overlay to instantly identify the exact location of the problem. Now you can detect and capture @ Small and lightweight design fits easily fits into @ Alkaline batteries provide 4000 typical meas- 

issues instantaneously with digital and thermal blended images, pinpoint hot and cold spots with temperature your tool box urements 

markers, and document problems efficiently with SmartView® professional reporting software. Included with @ |P40 rated for extra protection © Includes 9V battery and operator's guide 

product: hard case, lanyard, micro SD card and Micro-SD conversion adapter to standard, SmartView® software @ 10:1 Distance to Spot ratio, 59 MAX+ (8:1 FLUKE-62 MAX, Fluke 64 MAX Only: 

on CD, lithium ion rechargeable battery andMicro USB charger and universal AC adapters, SmartView® Distance to Spot ratio, 59 MAX) © 10:1 spot, Up to 12:1 Distance to spot (Fluke 62 

software, printed quick reference guides (English, French, German, Spanish and Simplified Chinese) (V04). ® Displays the minimum, maximum or average MAX+), 20:1 Distance to spot (Fluke 64 MAX) 

Users’ manual. temperature, or the difference between two @ |P54 rated for dust and water resistance 
measurements @ 3-meter (9.8-foot) drop tested 


SPECIFICATIONS 


@ Hi and Lo alarms for rapid display of measure- 
VTO4/VTO4A ments outside the limits 


Yes © Powered by one (1) AA battery the dots) 
Yes (five blending modes) © One year warranty © Powered by a single, standard AA battery 


PyroBlend™ Plus optic, 4 x sharper image than VT02 Fluke has built the 59 MAX and 59 MAX+ IR thermometers with the precision you need to do your job accurately 


@ Dual rotating lasers to help identify area to be 
measured (measurement area is the spot between 


Built in digital camera 
Thermal heat map overlay 
Image optics system 


Cant int t i ‘hot and cold mark ¥ and within your budget. Designed to withstand a 1 meter drop, you can count on these lightweight, compact IR 
dal a pon SMIPSL SAUTE AN TOL NG! GEG MALNers ka thermometers to work when you need them. FLUKE-60 series non contact, infrared thermometers are ideal 
Field of view 28° x 28° diagnostic tools for quick and accurate temperature readings at all distances. These handheld portable tools 
4 AA batteries VT04; Li-ion rechargeable; VTO4A: Four (4) AA enable professionals to research heating and ventilation problems and monitor the status of electrical motors 
batteries and electrical panels. Mfg. part no. FLUKE-62 MAX is small in size, extremely accurate and very easy to use. 
‘Automated monitor alarm Yes They are ergonomically designed for a more comfortable hand fit. Precise laser technology makes for more 
accurate and repeatable measurements. 
Temperature measurement range 10°C to +250°C (+14°F to +482°F) Bncslench 
Temperature measurement accuracy +2°C or +2% Mn Part bgt sia i ereenar ia 
Compact and focus free Yes — no training required oa aC Came a TERESA 
Storage medium 4 GB micro-SD card that stores up to 10,000 images FLUKE-64 MAX 7 e 2 284.99 
Professional reporting SmartView® software Included Fluke 59 MAX/59 MAX+ 
FLUKE-59 MAX NA -30°C to +350°C 2% 08X5408 114.99 
Temperature ierice|Each) FLUKE-59 MAX+ NA -30°C to +500°C 1.5% 08X5409 124.99 
Mfg. Part No. Range Accuracy Stock No. 1+ Fluke 61 
EERMIUEEPE Cal ~ ~~ UBxsUz7 = FLUKE-61 -18°C to +275°C 2% 72C6687 = 
TA0° 3 9 
FLK-VT04 ae to see 2 i 99W5465 = Fluke 62 MAX/62 MAX+ 
ceo IUCR ARG a% elks328 = FLUKE-62 MAX -30°C to +500°C 1.5% 8872550 134.99 
For Use Price Each FLUKE-62 MAX+ -30°C to +650°C 1.5% 8872551 204.99 
Mfg. Part No. Type With Stock No. 1+ PIM_84678 
FLK-VT-HARD CASE | Hard Carrying Case | Fluke VT02 & VT04 Series Visual | 47X3325 = 
IR Thermometers 
ae FLUKE-560 SERIES INFRARED AND CONTACT See 


THERMOMETERS 


Custom Panel Meters 


Choose your own colors, text, and 
company logo 


Custom scale, range and pointer types 


Fluke-561 


Fluke-568 FLUKE-568 EX/ETL 


PIM_5624803 


Analog/Digital Meters, Sensors, 
Controllers and more 


Call 800 859 1257 


Email panelmeters@newark.com 


Fluke-561 IR Thermometer: 

@ IR thermometer for quick measurements up close 
or at a distance 

@ Single-point laser sighting 

® Contact thermometer for use with mini-connector 
K-type thermocouples (not included) 

© Temperature range, -40 °C to 550 °C (-40 °F to 
1022 °F) 

® Easy emissivity adjustment for measuring pipes 
and ducts more accurately 

© Efficient — no need to shut down equipment when 
making IR measurements 

@ MIN/MAX and DIF functions help identify problems 
quickly 

© Scan large areas or small objects quickly and 
efficiently 

@ Recommended accessories — H6 Holster, 80PK-27 
Temperature Probe, 80PK-8 Temperature Probe 

Fluke-566 and Fluke-568: 

© Measure -40 °C to 800 °C /-40 °F to 1472 °F 
Fluke-568 or -40 °C to 650 °C/-40 °F to 1202 °F 
Fluke-566 

© Easily access advanced features with the soft-key 


buttons and graphical display 

@ Measure objects from further away, with a 
distance-to-spot ratio of 50:1 Fluke-568 or 30:1 
Fluke-566 

© Compatibility with all standard miniconnector 
K-type thermocouples 

® Measure a wide variety of surfaces with adjustable 
emissivity feature, including a built-in material table 

© Capture up to 99 points Fluke-568 or 20 point 
Fluke-566 of data, for downloading and recalling 
later 

@ Easily trend and analyze data with included 
FlukeView® Forms software Fluke-568 

@ Use USB Fluke-568 and your laptop for’Hands- 
free” datalogging 

@ Fluke-568E X meets intrinsically safe certifications 
in Class | Div 1 and Div 2 or Zone 1 and 2 hazard- 
ous environments 

© Troubleshoot equipment with 1% measurement 
accuracy 

© Versatile interface six languages from which to 
choose 

© Two-year manufacturer's warranty 


With the easy-to-use, lightweight mfg. part no. Fluke-561 HVACPro IR thermometer, take contact and ambient 
temperatures in the way that’s best for you. Use the IR thermometer to measure hot, moving, electrically 
energized and hard-to-reach objects instantly. Check motors, insulation, breakers, radiant heating, pipes, 
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FLUKE-560 SERIES INFRARED AND CONTACT THERMOMETERS (CONT.) 


corroded connections and wires. Plus, scan ducts from the floor — leave the ladder in the truck! Includes 
Velcro® pipe probe for superheat/sub-cooling and other contact and ambient measurements and a users 
manual. Can be plugged in any industry-standard K-type mini-connector thermocouple probes, ordered 
separately; go online or call. 
Temperature Price Each 
Mfg. Part No. Range Accuracy Stock No. 1+ 
FLUKE-561 -40°C to +550°C 1% 83K1733 289.99 
FLUKE 566 -40°C to +650°C 1% 64M6508 509.99 
FLUKE 568 -40°C to +800°C 1% 64M6509 544.99 
FLUKE-568 EX/ETL -40°C to +800°C 1% 99W5466 2299.99 
PIM_88092 


TG130/165 SPOT THERMAL CAMERAS 


SFLIR 


VW 


TG165 TG130 
TG165 or windows 
@ Instantly shows what's hot and where to aim Locate spots where insulation is missing 
24:1 spot size ratio for safer distance measuring Find drafts 


Intuitive to operate with no special training required 

Easily save images and data for documentation Discover electrical issues affecting home 

Download images fast over USB or from remov- appliances 

able micro SD © Confirm that refrigerator settings are correct, and 

@ Built to withstand a 2 meter drop food is stored at a safe temperature 

© Compact and durable to easily stow ina crowded = @ Pocket-portable size 
tool bag @ Ergonomic design 

TG130 @ Standard, easy-to-replace AAA batteries 

@ Find heat loss around doors, fl oors, walls, pipes, 


The FLIR TG165 Imaging IR Thermometer bridges the gap between single spot infrared thermometers and 
FLIR’s legendary thermal cameras. Equipped with FLIR’s exclusive Lepton® micro thermal sensor, the TG165 


e 
e Check HVAC performance and functionality 
e 
) 


lets you see the heat so you know where to reliably measure it. Easily find unseen hot and cold spots for 
instant troubleshooting, and store images and data to show customers and include in reports. Save money on 
heating and cooling energy costs with the FLIR TG130 Spot Thermal Camera. Quickly find and troubleshoot 
temperature-related issues around the house and solve problems fast. 
Field Focus Thermal Price Each 

Mfg. PartNo. | Resolution of View Dist. Min. | Sensitivity | Stock No. ‘ihe 
-10°C to 150°C 
@ 16130 55° x 43° 100 mm 78Y9398 = 
-25°C to 380°C 
@1G165 80 x 60 50° x 38.6° 100 mm 0.15 K 260430 = 
PIM_5465438 
FLIR ONE Pro 


Thermal Imaging Camera Attachment 


SFLIR 


General: 

© Certifications: MFi (iOS version), RoHS, CE/FCC, 
CEC-BC, EN61233 

© Operating temperature: 0 °C - 35 °C (32 °F to 
95 °F) , battery charging 0 °C to 30 °C (32 °F 
to 86 °F) 

@ Non-operating temperature: -20 °C to 60 °C (-4 
°F to 140 °F) 

© Size: 68mm W x34mm H x14mm D (2.7in x 1.3in 
x Gin) 

© Weight: 36.59 


@ Mechanical shock: Drop from 1.8m (5.9ft) 

Video: 

@ Thermal sensor: Pixel size 12um, 8 - 14m 
spectral range 

@ Thermal resolution: 160x120 

@ Visual resolution: 1440x1080 

@ HFOV/ VFOV: 55° + 1°/ 43° + 1° 

Radiometry: 

@ Scene dynamic range: -20 °C to 400 °C (-4 °F 
to 752 °F) 


FLIR ONE Pro gives you the power to find invisible problems faster than ever. Its revolutionary VividIR™ thermal 
image processing lets you see more details and provide your customers with proof that you solved their problem 
right the first time. The updated design includes OneFit™ adjustable connector to fit your phone, an improved 
FLIR ONE app lets you measure multiple temperatures or regions of interest at once. Whether you're inspecting 
electrical panels, looking for HVAC problems, or finding water damage, the new FLIR ONE Pro is a tool no 


serious professional should be without. 


Price Each 
Mfg. Part No. Stock No. 1+ 
FLIR ONE PRO-IOS 18AC 1044 449.99 
FLIR ONE PRO-MICRO-USB 18AC1045 399.99 
FLIR ONE PRO-USB-C 18AC1046 449.99 


PIM_5733285 
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IR THERMOMETER 


Your 


DEVELOPMENT 
DISTRIBUTOR 


Supporting your journey at every stage 


RESEARCH 
& DESIGN 


2 EDUCATION 
& MAKERS 


PROTOTYPE 


PRODUCTION 
7 & TEST 


Z & MAINTENANCE 


newark.com/your-development-distributor 


PIM_5795287 

FLIR C3 COMPACT THERMAL IMAGING SYSTEM - 
WITH WI-FI $ FLIR 
Features: coldest spot (max./min.) 


© Light, slim, pocket size 
© Brilliant 3” intuitive touch screen with auto 
orientation 


®@ MSX@®-enhanced thermal images provide stunning 
detail 

@ Radiometric image stores 4800 pixels/thermal 

@ Wi-Fi enabled measurements from -10°C to 150°C (14°F to 

@ Area measurement box measures hottest or 302°F) 

FLIR C3 is designed to be your go-to tool for building inspections, facilities maintenance, HVAC, or electrical 
repair. This slim camera fits easily in your pocket so you can take it anywhere. Its integrated touch-screen is a 
snap to learn, so you can quickly get to the job of finding hidden problems, documenting repairs, and sharing 
images over Wi-Fi. 


Field Focus Thermal Price Each 
Mfg. Part No. Resolution of View Dist. Min. Sensitivity Stock No. ke 
-10°C to 150°C 
FLIR C3 80 x 60 41°x 31° 150 mm 0.1°C 11AC9780 = 
PIM_5465770 


EX SERIES INFRARED CAMERA WITH MSX® AND 
WIFI 

© Display: 3.0 in. 320 x 240 color LCD 
@ Image frequency: 9 Hz 

© Focus: Focus free 

@ Wi-Fi: Peer-to-peer or network 

: 

e 


SFLIR 


Detector type: Uncooled microbolometer 
Accuracy:+2°C (+3.6°F) or +2% of reading 
File format: Standard JPEG, 14-bit measure- 
ment data included 

© Battery type & operating time: Rechargeable 
3.6 V Liion battery; approx. 4 hours typical use 

© Detector type: Uncooled microbolometer 

@ Easy-to-use, weighs only 1.2Ibs 

FLIR E4 

© 80 x 60 pixels 

FLIR E5 

@ 120 x 90 pixels 

FLIR E6 

© 160 x 120 pixels 


FLIR E8 

© 320 x 240 pixels 

FLIR E4, E5, E6, and E8 infrared cameras are powerful and extremelcost-effective, easy-to-use troubleshooting 
tools for building, electrical, and mechanical applications. Four resolution options are available (ranging from 


80 x 60 IR pixels to 320 x 240) to fit the target size, working distance, and detail you require. All include MSX® 
technology that provides extraordinary thermal imaging detail. Wi-Fi connectivity to smartphones and tablets via 
the FLIR Tools Mobile app makes sharing images and sending reports from any location easier, enabling you 
to make critical decisions faster. 
Field Focus Thermal Price Each 
Mfg. Part No. Resolution of View Dist. Min. | Sensitivity | Stock No. the 
-20°C to 250°C 
FLIR E4 WIFI 80 x 60 45° x 34° 500 mm 0.15 °C 12AC7145 | 1049.00 
FLIR E5 WIFI 120 x 90 45° x 34° 500 mm 0.1°C 12AC7146 = 
FLIR E6 WIFI 160 x 120 45° x 34° 500 mm 0.06 °C 12AC7147 = 
FLIR E8 WIFI 320 x 240 45° x 34° 500 mm 0.06 °C 12AC7153 = 
PIM_5575948 
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or iPad® with WIFI® connectivity 

@ “Easy analysis and quick reporting in the field with the new 
quick SmartView® mobile software app for iPhone® and iPad® 

@ Easily communicate problems or prove repairs were made with 
SmartView® Analysis and Reporting Software, included 

@ Fast and convenient operation using either rugged touch 
screen or optimized tactile button menu navigation 

@ High-temperature measurement (up to 1200 °C on the Ti400 
and Ti450) 

© Discover and report problems faster and easier with IR-Fu- 
sion® Technology with AutoBlend] mode 

@ Work in the most demanding environments with Torture tested 
legendary Fluke ruggedness and reliability 

© Convenience of patented field-changeable, rechargeable smart 
batteries with charge level indicators” 

@ No need to carry pen and paper any more with voice recording 
IR-PhotoNotes photo annotation system 

© Be ready for any situation with optional wide angle ing 
and telephoto interchangeable lenses HDMI video 

© See infrared images live, in real time, with stream- 

FCA kits include 3000 FC DMM and a3001FC iFlex Module. FCC kits include 3-a3001FC iFlex Modules, 805 

Vibration Tester and WiFi SD Card. 


FLIR ETS320 ELECTRONIC TEST BENCH THERMAL &® , | FLUKE® PROFESSIONAL SERIES INFRARED CAMERAS (CONT.) 
CAMERA F L | R Field Focus Thermal Price Each 
Mfg. Part No. Resolution | of View | Dist. Min. | Sensitivity | Stock No. 1+ 
-20°C to +650°C 
FLK-TI200 60HZ 200x150 | 24°x17° | 15cm 0.075°C | 99W5459 = 
FLK-TI200 6OHZ/FCA | 200x150 | 24°x17° | 15cm 0.075°C | 47X3317 — 
FLK-TI300 60HZ 240x180 | 24°x17° | 15cm 0.05 °C 99W5455 = 
FLK-TI300 6OHZ/FCA | 240x180 | 24°x17° | 15cm 0.05 °C 47X3318 — 
-20°C to +1200°C 
FLK-T1400 60HZ 320x240 | 24°x17° | 15cm 0.05 °C 99W5456 om 
@ 320 x 240 IR resolution (76,800 pixels) @ +3% measurement accuracy FLK-TI400 6OHZ/FCA | 320x240 | 24°x17° | 15cm 0.05 °C 47X3319 ay 
s eo, le display ° ie rip iee allege oo FLK-TI400 60HZ/FCC | 320x240 | 24°x 17° | 15cm | 0.05°C | 47X3320 = 
@ 45° field of view e fools + software provide = ° 7° ° 
FLIR ETS320 is an affordable solution for reducing test times and improving prduct design for electronic board ais 450 ule S20 0280 [PN fom gp NE 6959.99 
and device evaluation. FLIR ETS320 helps engineers and test technicians collect accurate, reliable data in 0.05°C to 30°C 
seconds and analyze it quickly. FLK-TI480 60HZ 640 x 480 | 34° x 24° 15cm 0.05 K 01AC7698 = 
Field Focus Thermal Price Each Accessories 
Mfg. Part No. Resolution of View Dist. Min. | Sensitivity | Stock No. 1+ PIM_211406 
-20°C to 250°C 
FLIRETS320 | 320x240 | 46¢x 34° | 70mm | 0.06°C | 14AC2256 | 2749.00. — FLUKE EXPERT SERIES THERMAL IMAGERS Bouse 
PIM_5714835 Features: S 
®@ 5.7-inch screen provides 150% more viewing area 
. than a standard 3.5-inch screen 
FLUKE PERFORMANCE SERIES TiS THERMAL IMAGERS FLUKE ® 240-degree rotating screen provides unmatched 
FLUKE CONNECT™ 2 shooting flexibility 
Reduce the amount of time it takes to get an in © The ergonomic design and neck strap make long 
focus image with manual or fixed focus options inspection days a lot easier : 
© Create and email reports from the jobsite with © Get an instant in-focus image of your designated 
Fluke Connect®, eliminating the need to go back target with LaserSharp® Auto Focus 
to the office to process reports © Fluke Connect® links your camera to the Fluke 
© Wide variety of models with different distance to network of wireless test and measurement tools 
spot ratios and resolutions © Get 4x the pixel data with SuperResolution, which 
The Fluke Performance Series are built for captures multiple images and combines them to 
performance with features to help you easily create a 1280 x 960 mage'on the Tix80 and 640 x 
and quickly identify problems before they come e eos ete we cagaiily 
expensive failures. They come with Fluke Connect™ 
and Fluke SmartView™ compatibility to analyze and Field Focus Thermal Price Each 
share your measuring results. Mfg. Part No. Resolution | of View | Dist.Min. | Sensitivity | Stock No. 1+ 
-20°C to 650°C 
FLK-TIX500 60HZ 320x240 | 24°x 17° 15cm 0.05 °C 598490 = 
- -20°C to 850°C 
Field Focus | Thermal nenicelEech) FLK-TIX520 60HZ | 320x240 | 24°x17° | 15cm | 0.05°C | 40¥4721 a 
Mig. Part Ne, Resolution of View Dist. Min. | Sensitivity | Stock No. 1+ -20°C to 1200°C 
pall Cto.250°C FLK-TIX560 60HZ 320x240 | 24°x 17° 15cm 0.045 °C 40Y1724 | 11839.99 
FLK-TIS10 9HZ 80 x 60 35.7° x 26.8 0.45m 0.15 °C 521293 = 0.05°C to 30°C 
-20°C to 350°C rye) 
FLK-TIX580 60HZ 640x480 | 34°x 24 15cm 0.05 K 01AC7696 | 23799.99 
FLK-TIS20 9HZ 120x90 | 35.7°x26.8° | 0.45m 0.1 °C 521294 = Piuceiesesa 
FLK-TIS40 9HZ 160x120 | 35.7°x26.8° | 045m 0.09 °C 521295 on = 
FLK-TIS45 30HZ | 160x120 | 35.7°x26.8° | 0.15m 0.09 °C 521296 =a 
"20°C to 450°C TruelR SERIES THERMAL IMAGER KEYSIGHT 
FLK-TIS50 9HZ 220x165 | 35.7°x26.8° | 0.45m 0.08 °C 52Y1297 = © Four times more pixels with Fine Resolution TECHNOLOGIES 
= 0 ° ° capability 
LK-TIS55 30HZ | 220x165 | 35.7°x 26.8 0.15m 0.08 °C 521298 Bes © View finer object details with 4x digital zoom 
-20°C to 550°C © Quick access buttons to easily change settings 
FLK-TIS60 9HZ 260x195 | 35.7°x26.8° | 0.45m 0.08 °C 521299 eas if ace ; ee 
c 2 ° ° Long product warranty - 3 years 
FLK-TIS65 30HZ | 260x195 | 35.7°x 26.8 0.15m 0.08 °C 521300 = @ Ergonomically designed with evenly distributed 
FLK-TIS75 30HZ | 320x240 | 35.7°x26.8° | 0.15m 0.08 °C 71Y9812 = weight 
PIM. 5470697 @ |n-camera monitoring for temperature trending 
7 @ Ability to focus on objects, as close as 10 cm 
away 
eLURE? PROFESSIONAL SERIES INFRARED CAMERAS FLUKE Reap the benefits of a high resolution thermal imager 
© Quick transfer of images from imager directly to PC, iPhone® Q that fits within your available budget. With the Fine 


> CONTINUED > 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


Resolution capability, you can achieve effective 
resolution of 320 x 240 pixels from a 160 x 120 pixels 
detector — four times more resolution, four times 
more details. 
Field Focus Thermal Price Each 
Mfg. Part No. Resolution of View Dist. Min. Sensitivity | Stock No. 1+ 

-20°C to 350°C 

U5855A 320 x 240 28° x 21° 10 cm 0.07 °C 53X4067 = 
-20°C to 650°C 
@ U5856A 320 x 240 28° x 21° 10 cm 0.5 °C 49Y1725 Ea 
-20°C to 1200°C 
@ U5857A 320 x 240 28° x 21° 10 cm 0.1°C 491726 aes 
PIM_212665 


1424 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


1W3000/4000 SERIES INTELLIGENT IR WINDOWS 
© Fully certified and tested to the following standards: UL50, UL50V, 


Cor Da« 


UL1558 INSTRUMENTS 
© Manufactured from industrial grade materials proven to withstand SAFER | FASTER | BETTER 
electric arcs oe 


c US 


G. 


@ Efficient 1/4 turn locking system 
@ Intelligent multiple identification system for each 
individual window 

The IW Series infrared window operates with any 
thermal imager, helping take electrical inspection 
and predictive maintenance to a new level of safety, 
efficiency and accuracy. The IW Series is manufactured 
from industrial grade materials designed to withstand 
electrical arcs and certified by Underwriters Laboratories 
(UL) to follow the very latest IR window standards. Install 
the certified, IW Series Intelligent IR Windows to help 
comply with NFPA7OE electrical safety guidelines and 
reduce the need to wear large and bulky PPE. Through 
intelligent design and special features the IW Series reduces the time it takes to perform inspections. With the 
1/4 turn locking system and spring loaded cover it reduces your time per inspection. The IW Series crystal lens 
is also protected with HydroGARDI advanced formula to stop environmental moisture damage allowing the 
windows to be used both indoor and outdoor. 


Price Each 
Mfg. Part No. Description Stock No. (=e 
@ |W3000 80mm (3.2in.) Crystal Insert Dia. 53W3064 239.00 
@ |w4000 100mm (3.9in.) Crystal Insert Dia. 53W3065 = 
PIM_209150 


FLIR IRW SERIES IR INSPECTION WINDOWS 


SFLIR 


Anodized Aluminum 


Anodized Aluminum 

@ Broadband Crystal Lens 

@ Easy PiRma-Lock™ Installation 

® Quick Access Permanent Hinged Cover 
© Compatible with All Thermal Cameras 


Compatible 
@ PIRma-Lock™ locking ring technology with 
improved stainless steel ring 
@ Hinged flip open cover with integrated thumb screw 
© Crystal IR Window for clear visual and thermal 


Stainless Steel viewing 
© Stainless steel durability for harsh or exterior @ No dis-similar metal concerns with stainless steel 
environments cabinets 


@ Easy Installation - Standard Punch Tool @ Increased corrosion resistance 

Opening electrical cabinets to perform IR and visual inspections of live components is dangerous work, exposing 
you to the risk of a hazardous arc flash incident. Out of necessity, it's also a painstaking, time-consuming 
process. Now you can put the added safety of new FLIR IR Windows between you and energized equipment to 
better protect yourself and eliminate the need for opening enclosures. Much easier to install and use than other 
brands, FLIR IR Windows help you work faster with greater confidence. Perform inspections more efficiently and 
reduce the threat of arc flash injury significantly so you can get more done and stay in compliance with NFPA 
70E requirements. All FLIR IR Windows feature a secure, permanently-hinged cover that opens easily with one 


hand, which means there's nothing to remove, drop, mix up, or lose. FLIR’s broadband crystal allows cameras to 
capture visible light pictures as well as thermal images and lets LED and laser illumination pass straight through 
for clearer visual assessments. Combine FLIR IR Windows with a FLIR thermal camera that features integrated 
visible light video, lamps, and a laser pointer, and you'll be set to get the job done single-handedly. 
Price Each 
Mfg. Part No. Description Stock No. ihe 
@ IRW-2S Stainless Steel, 50mm (1.97in.) Crystal Insert Dia. 49X0344 296.99 
@ IRW-3C Anodized Aluminum, 75mm (2.95in.) Crystal Insert Dia. 7979137 351.99 
@ IRW-3S Stainless Steel, 75mm (2.95in.) Crystal Insert Dia. 49X0345 424.99 
@ IRW-4C Anodized Aluminum, 95mm (3.74in.) Crystal Insert Dia. 49X0346 478.99 
@ IRW-4S Stainless Steel, 95mm (3.74in.) Crystal Insert Dia. 49X0347 539.00 
PIM_212401 
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THERMAL IMAGER 


FLUKE CV SERIES CLIRVU INFRARED WINDOWS FLUKE. 


e 


Hand Turn Security Key 


access required 

© Grounds instantly to metal enclosure with patent 
pending AutoGround™ process 

® Sharp teeth on jam nuts assure four gas-tight 
ground connections 

® All components have electrically conductive 
finishes for optimum grounding 

Corrosion and UV resistance for challenging 

outdoor environments 

© All hardware is made from stainless steel or zinc 
plated steel 

@ Die cast components are plated with black chromi- 
um over high phosphorous Electroless nickel 

Easy to use 

© Quarter turn latch easily opens hinged cover 

© Three sizes 50 mm, 75 mm and 95 mm (2 in, 3 in 
and 4 in) with the option of hand turn or security 
key door latches 


Superior arc blast protection 

@ High temperature silicon gaskets 

@ Mounting and door latches provide high pressure 
gasket compression 

© Die cast components are manufactured with the 

highest strength alloys (ZA-27 and EZAC) 

@ Jam nut screws are made from 4037 steel, heat 

reated to 160,000 psi tensile 

Torture Tested to the highest test ratings 

© IEEE C37.20.7 63 kAArc tested at KEMA, UL 

50/50E/50V, UL1558, IEC60529-1: IP67, IEC 

60068, NEMA 4/12, CSA C22.2 NO. 14-13:2012, 

and CE 

Quick and easy installation 

@ Installation takes 5 minutes with one technician 

© Only one hole necessary with standard Greenlee® 

punch. Rear access required for punch connection 

only (Easily accomplished with one technician) 

®@ Installs from front; no template needed; no rear 


Increase the safety and speed of electrical thermal imaging inspections with the new Fluke ClirVu® IR Windows. 
Reduce the risk of arc-flash and electrocution, increase the safety of your personnel and reduce the time and 
cost of preventive maintenance. No more removing the panel door for installation. Work permit requirements 
and NFPA 70E processes are significantly reduced. Full PPE is often not required so inspections are done faster 
and more comfortable. 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
FLUKE-CV200 2" (50mm), Hand Turn Door Latch 99W5460 369.99 
FLUKE-CV300 3” (75mm), Hand Turn Door Latch 99W5462 519.99 
FLUKE-CV301 3” (75mm), Security Key Door Latch 99W5463 549.99 
FLUKE-CV400 4" (95mm), Hand Turn Door Latch 99W5464 739.99 
FLUKE-CV401 4" (95mm), Security Key Door Latch 08X5407 779.99 
PIM_211407 
MOISTURE METERS 


RoHS 
Compliant 
Available 


MR77 MR160 


FLIR MR176 is a premium imaging moisture meter with all the same capabilities as a three-in-one moisture 
meter, plus the added benefit of IGM (Infrared Guided Measurement) technology for more flexibility and 
convenience than you have ever experienced before. MR176 combines IGM with a pin/pinless moisture meter 
and thermal hygrometer, creating a unique feature set ideal for restoration and drying professionals. The FLIR 
MR160 is a pin and pinless meter designed to show general contractors and building professionals exactly 
where to measure. Equipped with an 80 x 60 Lepton thermal camera sensor that powers IGM technology, 
the MR160 lets you see invisible cold temperature patterns associated with moisture evaporation, visually 
guiding you to the precise spot that needs further testing and investigation. Built tough with an industry-leading 
warranty, the MR160 can serve as your go-to troubleshooting tool right out of the box—or as the perfect 
complement to any high resolution thermal camera you already own—helping you find hidden moisture issues 
and capture reliable data more efficiently. The FLIR MR77 Moisture Meter performs all the critical and advanced 
measurements restoration and drying professionals demand. Equipped with a pinless moisture sensor and pin 
probe for non-intrusive or intrusive readings, temperature and relative humidity sensor, and IR thermometer, 
the MR77 has all the sensors you need in one convenient tool. The FLIR Tools Mobile App connects MR77 to 
your iOS or Android smartphone or tablet via Bluetooth so you can create reports quickly and easily. Featuring 
METERLINK technology, you can wirelessly integrate your moisture readings onto your thermal images from a 
FLIR thermal camera. Built rugged with field-replaceable sensors, the MR77 is engineered to reduce downtime 
and help you get more done in less time. 


Price Each 
Mfg. Part No. Moisture Content Stock No. 1+ 
@ MR160 0% to 100% 50Y1478 es 
MR160 Building Inspection Kit 
MR160-KIT2 0% to 100% 90Y5968 1339.00 
MR160 Pro Kit 
MR160-KITS 0% to 100% 90Y5969 1119.00 
MR176 Imaging Moisture Meter Plus with IGM™ 
@ MR176 0% to 100% 66Y7231 1109.00 
> CONTINUED > 
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MOISTURE METERS (CONT.) 
Price Each 
Mfg. Part No. Moisture Content Stock No. 1+ 
MR176 Pro Kit 
MR176-KIT5 0% to 100% 905970 1659.00 
MR176 Remedian Kit 
MR176-KIT6 0% to 100% 90Y5971 3279.00 
MR60 Moisture Meter Pro Pin & Pinless Moisture Meter 
MR60 0% to 100% 905972 = 
MR77 Pinless Moisture Meter 
@ MR77 0% to 99.9% 17X0170 — 
PIM_212407 


SUPERHEAT PSYCHROMETER 


EXTECH 


INSTRUMENTS 
A FLIR COMPANY 


CE 


@ Indicates RoHS Compliant 


1551A EX / 1552A EX INTRINSICALLY SAFE 


“STIK” THERMOMETERS 


@ +0.05 °C accuracy over full range 
@ Intrinsically safe (ATEX compliant) 
@ Display temperature in °C or °F 
e 
e 


Optional data logging to internal memory 


Temperature trend indicator 
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MOISTURE METERS 


FLUKE. 


Calibration 


© User selectable resolution (0.1, 0.01, 0.001) 
© 300 hour battery life 
@ Percent battery-life and low battery indicator 


@ NVLAP accredited calibration (NIST traceable) 


RH350 


Whether working outdoors in environments where potentially explosive gases may be present or on the floor 
of a processing plant, the intrinsically safe, battery-operated, portable 1551/1552A “Stik” Thermometers are 
thermometer is designed to go where you work. The RTD sensor of the “Stik” Thermometer is housed in a 
tugged stainless steel sheath—you no longer have to worry about breaking a mercury-in-glass thermometer 
and the subsequent cleanup. The probe and digital readout are fixed together, calibrated as a system, and 
accurate to + 0.05 °C over the full temperature range. The large backlit LCD display rotates 90° making it easy 


Features: ® Real time clock to read from any position. Minimize measurement errors with the userconfigurable temperature trend/stability 
© Humidity, wet bulb, dew point, air temperature plus © Triple display with backlighting indicator which tells you when your temperature source is stable or if your temperature is trending up or down. 
external probe temperature measurement @ Unique sensor cap design twists to close for Tem Price Each 
7 d . perature (ete Ee | 
© Dual type K external temperature probe input protection during storage Mfg. Part No. Range Stock No. 1+ 
© Built-in RS232 interface (optional RS-232 cable) © Switchable °F/°C temperature units with 0.1° ~ - 7 - 
© Memory stores up to 99 data records resolution Probe Sheath Length 12 
@ Retrieve Max/Min reading with data and time plus = @ Data Hold freezes current reading on display 1551A-12 -50°C to +160°C 2319773 873.00 
average function @ Auto Power Off to save battery life 1552A-12 “80°C to +300°C 2319779 1101.00 
Mfg. part no. RH350 (9.0 x 2.2 x 1.7") Superheat differential measurements: 11-T2, Air-T1, T1-Dewpoint. Probe Sheath Lenath 9” : 
Comes complete with two Type K bead wire temperature probes and 4 AAA batteries. robe sheath Leng 
Price Each 1551A-9 -50°C to +160°C 2319777 908.00 
Mfg. Part No. Humidity Accuracy Stock No. 1+ For Use Price Each 
Superheat Psychrometer Mfg. Part No. Type With Stock No. 1+ 
RH350 10% to 90% Relative Humidi 3% 26K9258 159.99 1551-CASE Carrying Case Fluke 155X Stik Thermometer 2379770 132.00 
Digital Psychrometer PIM_209901 
RH300 10% to 90% Relative Humidi 3% 27K8875 Bes 
Biola Payehromnetaetit FLUKE 50 SERIES Il THERMOMETERS 5 
RH305 10% to 90% Relative Humidi 3% 27K8877 ens FLUKE « 
Humidity/Temerature Datalogger 
SD500 10% to 90% Relative Humidi 4% 1773849 268.99 @ C € 
Barometric Pressure/ Humidity/Temerature Datalogger 
$D700 10% to 90% Relative Humidi 4% §571274 340.99 
CO2/Humidity/Temerature Datalogger 
SD800 10% to 90% Relative Humidi 4% 1776959 455.99 
PIM_84744 
FLUKE-971 TEMPERATURE HUMIDITY METER FLUKE. = = 
Fluke 53B and 54B Additional Features @ 3-Year Warranty 
@ Rugged Design with Holster @ Recommended accessories - C50 Case, TPAK 
@ K, J, T, E-Type Thermocouple Compatibility Meter Hanger, 80PK-27 Temperature Probe 
® Hold / MIN / MAX/ AVG Recording ® Data Logging Up to 500 Points with User Adjust- 
© Relative Time Stamp able Intervals 
@ Electronic Offset Minimizes Thermocouple Error @ Additional Thermocouple Type Inputs 
@ Dual Display with Backlight @ Real Time Clock 
@ User Friendly Front Panel Set-Up @ IR Communication Port Allows Data to Be Export- 
@ Readout in °C, °F or Kelvin (K) ed to Optional FlukeView® Software 
The rugged, hand-held, Fluke 50 Series II thermometers have extra large dual displays with bright backlights. 
They offer fast response and a basic accuracy of +0.05% +0.5°F, and a wide measurement range from -418°F 
to 3212°F (depending on thermocouple type). Readings can be displayed in °C, °F or Kelvin. Mfg. part no. FVF- 
$C1 Flukeview Forms Software allows you to document, store and analyze measurements from Fluke 53-2B 


@ Use as part of a regular HVAC maintenance plan 
@ Ideal for checking environmental conditions in 
response to building occupant complaints 
© Calculates wet bulb and dewpoint temperatures © Bright, backlit dual display 
instantly © Simple to use, accurate results 
Mfg. part no. Fluke-971 meter comes complete with integral holster and belt clip, four AAA batteries and 
operation manual. 


@ Temperature range: -20°C to 60°C (-4°F to 140°F) 
@ Humidity range: 5% to 95% RH 
@ Rugged construction 


Temperature Price Each 
Mfg. Part No. Range Stock No. 1+ 
FLUKE-971 -20°C to +60°C 55K5001 470.99 
PIM_85520 


and 54-2B. Download data. Real-time logging. Create custom forms, reports, graphs and tables. 
Thermocouple Price Each 
Mfg. Part No. Type Stock No. i+ 
FLUKE-51-2 60HZ J, K,T 95B1678 419.99 
FLUKE-52-2 60HZ E, J, K, T 95B1685 529.99 
FLUKE-53-2 B 60HZ E, J, K,N,R, S, T 4772083 579.99 
FLUKE-54-2 B 60HZ E, J, K,N, R, S, T 4772084 669.99 
PIM_48585 
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HUMIDITY AND TEMPERATURE CHART RECORDER 


EXTECH 


INSTRUMENTS 
A FLIR COMPANY 


CE 


EXTECH 


@ Simultaneous numerical and graphical display of 
Humidity and Temperature readings, plus Time 
and Date 

@ “Measures Humidity (10 to 95%RH) and 
Temperature (-20.0°F to 140.0°F) plus included 
LabVIEW™-based software calculates and graphs = @ Detachable probe extends up to 1 meter for 
Dew Point, Wet Bulb, and GPP (grains per pound) measurements in closed environments” 

Mfg. part no. RH520A is easy to use, set up and operate. LCD indicates percentage of memory remaining. 

Audible and visual alarm with Hi/Low setpoints. Replaceable probe does not require recalibration. Desk or wall 

mount. Includes built-in stand, detachable probe with 3ft. (1m) cable, RS232 cable, RS-232 To USB adaptor, 


@ Large dual graphical LCD displays with adjustable 
vertical and horizontal TAC resolution 

@ Internal memory records up to 49,000 data 
points and can be transferred to a PC via RS-232 
serial port 


LabView-based PC software, adaptor, and 3 AA batteries. 
Price Each 
Mfg. Part No. Accuracy Stock No. 1+ 
RH520A 3% 02P7937 190.90 
PIM_148530 
1620A “DewK” THERMO-HYGROMETER FLUKE. 


—— Calibration 


© Superior accuracy 
@ Network enabled @ Huge memory 

@ Powerful logging and analysis tools @ Upgraded software 

The DewK thermo hygrometer and humidity monitor measures temperature to + 0.125°C and humidity to + 
1.5% on two channels, and displays it on a big, clear screen. Ethernet, wireless (optional), or RS-232 will allow 
you to network as many DewKs as you'd like. And the LogWare III software will allow real-time logging of multiple 
Dewks, data storage to your computer and seamless integration with MET/CAL® software. Mfg. part no. 1620A 
includes one standard-accuracy sensor, wall mount bracket and RS-232 cable. Mfg. part no. 1621A includes 
1620A Thermo-Hygrometer, 2627 Spare Sensor Kit, 9936A Logware III Software (single license). Mfg. part no. 
1622A includes 1621A value kit, 2633-RF Wireless Option, wireless Modem and USB to wireless. 


SPECIFICATIONS 

Operating Range 

Calibrated Temp. Accuracy (“S” Model”) 
Calibrated Temp. Accuracy (“H” Model”) 


© Two interchangeable calibrated sensors 


0°C to +50°C (+32°F to +122°F); 0% RH to 100% RH 
+ 0.25°C from +15°C to +35°C (+ 0.45°F from +59°F to +95°F) 


+ 0.125°C from +16°C to +24°C (+ 0.225°F from +60.8°F to 
+75.2°F) 


Calibrated RH Accuracy (“S” Model + 2% RH from 20% RH to 70% RH 
Calibrated RH Accuracy (“H” Model + 1.5% RH from 20% RH to 70% RH 
Display 240 x 128 monochrome LCD 
Size (HxWxD) 125mm x 214mm x 51mm (4.9” x 8.3” x 2.0") 
Reading Price Each 
Mfg. Part No. Capacity Stock No. 1+ 
“DewK” Thermo Hygrometer, High Accuracy 
1620A-H-156 400000 43W4490 3864.00 
“DewK” Thermo Hygrometer, High Accuracy Value Kit 
1621A-H-156 400000 43W4491 5695.00 
“DewK” Thermo Hygrometer, Standard Accuracy 
1620A-S-156 400000 16R0494 3385.00 
“DewK” Thermo Hygrometer, Standard Accuracy Value Kit 
1621A-S-156 400000 | 05R5438 4752.00 
“DewKk” Thermo Hygrometer, USB Wireless High Accuracy Value Kit 
1622A-H-156 400000 | 43W4492 = 
“DewK” Thermo Hygrometer, USB Wireless Standard Accuracy Value Kit 
1622A-S-156 400000 16R0496 = 
Accessories 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1- 
9936A Logware III Software | 1620A-S, 1621A-S, 1622A-S DewK Thermo- | 34M2338 | 1398.00 
Hygrometer 
9936A-LST Site License Fluke 9936A LogWare Ill Temperature | 40M7574 | 3879.00 
Calibration Software 
9936A-L1 1-Pack License Fluke 9936A LogWare Ill Temperature | 40M7575 583.00 
Calibration Software 
9936A-L10 | 10-Pack License |Fluke 9936A LogWare Ill Temperature) 40M7576 | 2538.00 
Calibration Software 
9936A-L5 5-Pack License Fluke 9936A LogWare Ill Temperature) 40M7577 | 1934.00 
Calibration Software 
> CONTINUED > 
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ENVIRONMENTAL TEST EQUIPMENT 
CHART RECORDERS & DATA LOGGERS 


1620A “DewK” THERMO-HYGROMETER (CONT.) 


For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1- 
9936A-UPG | Software Upgrade | Fluke 9936A LogWare Ill Temperature | 40M7578 -—- 
Calibration Software 
2626-S Sensor Fluke  1620A Digital © Thermometer-| 48J6339 | 871.00 
Hygrometers 
PIM_203973 


TEMPERATURE USB DATA LOGGERS 


EL-USB-1-LCD 
EL-USB-1, EL-USB-LITE 


EL-USB-1-PRO 
@ Extended temp option (EL-USB- 
1-PRO) 


Geeiin F 
Compliant 
Available 
@ High contrast LCD with tempera- 


ture display function showing latest log and max/ 


( LASCAR 
baccarat 


@ -35 to +80°C (31° to +176°F) measurement range 

© Up to 16,000 readings (EL-USB-1-LCD and 
EL-USB-1) and 32,000 reading (EL-USB-1-PRO) 
stored 


@ Programmable sample rates from 10 sec to 12 hrs min log (EL-USB-1-LCD’ 
@ Hi and lo programmable alarms 
Supplied with free configuration and graphing software, this range of temperature loggers allows simple set-up 
and download for users who need to monitor/ track temperature over short and long term periods in a variety 
of different environments. 
Sample Reading Price Each 
Mfg. Part No. Rate Capacity | Stock No. 1+ 
EL-USB-1 Programmable 16382 | 80K5460 74.99 
EL-USB-1-LCD | Logging rate 10s, 1m, 5m, 30m, ‘thr, 6hr, 12hr 16382 | 2372641 = 
EL-USB-1-PRO | Logging rate 1s, 10s, 1m, 5m, 30m, thr, 6hr, 12hr} 32510 | 60R3925 —_ 
@ EL-USB-1-RCG | Logging rate 1s, 10s, 1m, 5m, 30m, thr, 6hr, 12hr} 32510 | 1273226 | 172.49 
EL-USB-LITE Programmable 4080 80K5459 40.99 
Accessory 
For Use Price Each 
Mfg. Part No. With Stock No. 1+ 
EL-USB-CASE Lascar EL-USB-1 an-2 Data Loggers 39P9592 26.99 
PIM_88046 


TEMPERATURE/RH USB DATA LOGGERS 


il Op FL-UsB-2-1cD 


EL-USB-2-LCD and EL-USB-2-LCD+ 


EL-USB-2 


@ -35 to +80°C (-31° to +176°F) and 0-100% RH 

@ More than 16,000 reading capacity per parameter 
@ Programmable sample rates from 10 sec to 12 hrs 
@ EL-USB-2-LCD and EL-USB-2-LCD+ also include 


These temp/RH data loggers use simple configuration and graphing software supplied at no cost. Plugging 
directly into the USB port, users can quickly program and download data from these loggers in a variety of 


LCD display showing latest log and max/min log 
@ EL-USB-2+ and EL-USB-2-LCD+ have higher 
accuracy sensor 


temp/RH environments. 
Sample Reading Price Each 
Mfg. Part No. Rate Capacity | Stock No. 1+ 
EL-USB-2 Programmable 10s, 1m, 5m, 30m, thr, 6hr, 12hr | 16382 | 37K5969 86.49 
EL-USB-2+ Programmable 10s, 1m, 5m, 30m, thr, 6hr, 12hr | 16382 39P9594 = 
EL-USB-2-LCD | Programmable 10s, 1m, 5m, 30m, thr, 6hr, 12hr} 16379 13P0588 103.49 
EL-USB-2-LCD+ | Logging rate 10s, 1m, 5m, 30m, thr, 6hr, 12hr 16379 | 53R1886 144.99 
PIM_137186 


WIFI DATA LOGGERS WITH OPTIONAL CLOUD 
STORAGE 


@ LASCAR 


@ Easy Set-Up Using Free PC Software and supplied 
USB Cable 

© Sensors Store Data Even if Temporarily Discon- 
nected from the WiFi Network 

@ Rechargeable Internal Lithium Polymer Battery 

® On-Board Screen Shows Current Reading Min & 

The EL-WiFi-TH (temp/RH), EL-WiFi-TP (temp via external thermistor probe), EL-WiFi-T (temp) and EL-WiFi- 

TC (temp via external thermocouple probe) data loggers can measure temperature and humidity or simply 

temperature. During set-up, the user can choose the required WiFi network, name the logger, select the sample 

and transmission rate and set high and low alarms. Once programmed, the data loggers can be placed within 

range of the WiFi network to wirelessly stream data to PC or Cloud. The Cloud service allows monitoring of 

data loggers from any internet enabled device and use of email and text alerts in the event of alarm breach. 


Max, Alarm and Battery Status 

@ Change Sensor Settings Remotely via PC or 
the Cloud 

@ EL-WiFi-ALERT produces immediate sound and 
light alarms when used with any sensor 


> CONTINUED > 
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CHART RECORDERS & DATA LOGGERS 


WIFI DATA LOGGERS WITH OPTIONAL CLOUD STORAGE (CONT.) 1523/1524 REFERENCE THERMOMETERS FLUKE. 
Reading WeticelEachh edt Calibration 
Mfg. Part No. Capacity Stock No. 1+ 

EL-WIFI-ALERT es 72W3110 nee 

EL-WIFI-DTC Be 54X7625 378.99 | 

EL-WIFI-DTP+ a 54X7626 372.99 

EL-WIFI-T 1000000 56W5217 117.99 

EL-WIFI-T+ 1000000 72W3111 172.49 

EL-WIFI-TC 1000000 72W3112 229.99 

EL-WIFI-TH 500000 06W5062 171.99 

EL-WIFI-TH+ 500000 72W3113 ees 

EL-WIFI-TP 1000000 06W5063 184.49 1523 1524 

EL-WIFI-TP+ 1000000 72W3114 264.49 @ High accuracy @ Thermocouples: +/- 0.24 C for J,K,L, and M 
PIM_209555 @ PRTs: up to + 0.011 °C @ Precision thermistors: + 0.002 °C 


The 1523/1524 Reference Thermometers from Fluke Calibration measure, graph, and record PRTs, 


thermocouples, and thermistors. These thermometer readouts deliver high accuracy, wide measurement 
FLUKE 712B AND 714B TEMPERATURE CALIBRATORS range, logging, and trending, all in a handheld tool you can take anywhere. The 1523//24 lets you handle field 
i <3 FLUKE » applications, laboratory measurements, and data logging with ease. And with the dual channel measurement 
Brief Model Descriptions: capabilities of the model 1524, you can do twice the work in half the time. 
@ The 712B can measure and simulate (13) - 
different RTD types and resistance Temperature Price Each 
© The 714B can measure and simulate (17) Mfg. Part No. Range Stock No. 1+ 
- _ thermocouple types and milivolts 1523 Bundled with 5616 PRT, Universal TC INFO-CON Connector, TPAK, and Case 
eatures: 3 5 
@ Measure 4 to 20 mA signals while simultaneously 1523-P1-156 200°C to +1750°C nGROSSS aaa 
sourcing a temperature signal 1523 Bundled with 5627A PRT, Universal TC INFO-CON Connector, TPAK, and Case 
@ Hanging tool designed in and included with 1523-P3-156 -200°C to +1750°C 416R0486 4566.00 
every unit Fen Doe a EE DD IDE SILIEAL AI LL LIKE DAW Gndeek 
© Configurable 0% and 100% source settings for 1524 Bundled with 5616 PRT, Universal TC INFO-CON Connector, TPAK, and Case 
quick 25% linearity checks 1524-P1-156 -200°C to +1750°C 16R0488 = 
¢ roel ha ni Step auto ramp based on 1524 Bundled with 5627A PRT, Universal TC INFO-CON Connector, TPAK, and Case 
fh an 6 settings = = 
@ Dual inputs and backlit display for easy interpre- 1524-P3-156 -200°C to +1750°C 16R0490 5034.00 
tation of measurements Reference Thermometer, Handheld, 1 Channel 
Advantages: ; 1523-156 -200°C to +1750°C 16R0487 2644.00 
© Power down settings remembered at power up alae 
for easy restart of tests © 1-year and 2-year specifications and traceable Reference Thermometer, Handheld, 2 Channel, Data Logger 
certificate of calibration 1524-156 -200°C to +1750°C 11R0742 3159.00 
The 712B and 714B are ideal test tools for the temperature calibration professional that wants a highly accurate, Accesso 
easy-to-use, single function temperature calibrator. ry . 
Sip. PatN 1 with Stock N aoe = 
Mfg. Part No. Stock No. 1+ g. Fart No. ype if lock No. 
1523-CASE | Carrying Case | Fluke 1523/1524 Handheld Thermometer} 46P8768 667.00 
Temperature Readouts 
z 36X3064 
FLUKE-712B 1876.99 PIM_209898 
FLUKE-714B 36X3065 1876.99 


PIM_211872 

6109A / 7109A PORTABLE CALIBRATION BATHS 

© Fluid volume: 2.5 liters (0.66 gallons) 

© Fluid working area: 75 x 75 mm (3 x 3 in 
FLUKE > © Maximum fluid depth: 154 mm (6.1 in) 

@ Factory calibration: Traceable NVLAP-accredited 
calibration included 
@ Size (HxWxD): 382 x 242 x 400 mm (15 x 9.5 x 15.7 in) 
@ Wt. 6109A: 16 kg (35 Ib), 7109A: 20 kg (44 Ib) 

Fluke Calibration 6109A and 7109A Portable Calibration 
Baths are liquid baths that let process industry professionals | ||||[[JIIIIIIIIIIII 
calibrate four times more sanitary sensors per batch in less 

time and with twice the accuracy of other portable baths ~ 

in this class. Larger than micro baths, up to four tri-clamp WE 
sanitary sensors fit easily into these baths for calibration at a= 

+0.1 °C temperature display accuracy. Throughput is even 

higher for sanitary RTDs with small or no flanges. 


FLUKE. 


—— Calibration 


RTD AND THERMOCOUPLE CALIBRATORS 


FLUKE-712 FLUKE-714 FLUKE-724 7 

ec and lightweight  "Threesy/ear iianuRacturers warraa Two bath models cover a wide temperature range: 35 °C to 250 °C for the 6109A and -25 °C to 140 °C for the 

jompackaneg 9 yee ty q) 7109A. Each model offers a “-P” version that includes process electronics for connecting an external reference 
@ Simple controls © CSA certified robe. 
© Clear, easy-to-read display pipes - 
Mfg. part nos. FLUKE-712 and FLUKE-714 calibrators include protective yellow holster with test lead storage, | Price Each_ 
test leads and alligator clips (except mfg. part no. FLUKE-714), instruction sheet, single 9V alkaline battery and Mfg. Part No. Stock No. 1+ 
NIST-traceable calibration report and data. Mfg. part no. FLUKE-724 calibrator includes test clips, test leads, Temperature 

ir of stackable test leads and users manuals on CD-ROM. 
one pair o 6109A-P-156 16AC4057 12880.00 
Mfg. part no. FLUKE-700TC kit contains 10 thermocouple mini-plugs supporting each of the thermocouple 6109A-156 16AC4058 10739.00 
types supported by the mfg. part nos. FLUKE-714 and FLUKE-724 calibrators. The kit includes one each 7109A-P-156 46AC4065 14986.00 
of the following: Type J (black), Type K (yellow), Type T (blue), Type E (purple), Type R/S (green), Type B or 16AC4066 
Cu (white), Type L (J-DIN) (blue), Type U (T-DIN) (brown), Type C (red), and Type N (orange). Recommended  __/109A-156_ | GACKOGG | 12846.00_ 
accessories: Mfg. part no. C25 Case, Mfg. part no. TL71 Test Leads, Mfg. part no. TPAK Meter Hanger (for PIM_5723705 
724), Mfg. part no. C25 Case, Mfg. part no. T71 Test Leads, Mfg. part no. AC72 Alligator Clips (for 714), Mfg. 
part no. TL220 Test Leads, Mfg. part no. TPAK Meter Hanger (for 724). 
PrceEacnh  MICRO-BATH THERMOMETER CALIBRATORS =e 
Mfg. Part No. Description Stock No. 1+ calibration 

Temperature 

FLUKE 712 RTD Process Calibrator 83F4179 = 

FLUKE-724 Temperature Calibrator 1002607 3144.99 

FLUKE 714 Thermcouple Calibrator 83F4182 — 
Thermocouple Plug Kits 

Price Each 
Mfg. Part No. Description Stock No. 1+ 

FLUKE 700TC1 10 pc. Thermocouple Plug Kit 83F4188 138.99 

FLUKE 700TC2 7 pc. Thermocouple Plug Kit 83F4189 138.99 
PIM 65175 6102 7102 7103 
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MICRO-BATH THERMOMETER CALIBRATORS (CONT.) 


@ 7102-18 x 31 x24 cm 


© 7103-23 x 34 x 26 cm 


Each model is stable to +0.03°C or better, depending on the fluid you use. Uniformity is +0.02°C or better for 
low uncertainties using a reference thermometer. Display accuracy has been improved to +0.25°C for quick 


calibrations without a reference thermometer. In short, you get the 


stability and precision of a liquid bath in a 


dry-well-sized package. With a 48mm (1.9") diameter, 140mm (5.5") deep tank, a Micro-Bath can calibrate 
any type of sensor including short, square, or odd-shaped sensors. The problems of fit and immersion are 
virtually eliminated by using a fluid medium rather than a dry-block calibrator. Micro-Baths are perfect for liquid- 


in-glass and bimetal thermometers. Micro-Baths have RS-232 ports, come with our Interface-it software, and 
can be used with MET/TEMP II software. Also included are contacts to calibrate a thermal switch, eight set-point 
memory storage, ramp-rate adjust, and over-temperature safety cutout. 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
Temperature 
6102-156 +35°C to +200°C 09K7043 7048.00 
7103-156 -30°C to +125°C 09K7108 10658.00 
7102-156 -5°C to +125°C 09K7107 8410.00 
Accessories 
For Use Price Each 
Mfg. Part No. Type With Stock No. i+ 
5013-1L Silicone Oil Fluke 6102/7102/7103 Micro-Baths 09K6922 | 201.00 
9310 Carrying Case Fluke 6102 Mico-Baths 09K7314 | 1227.00 
9311 Carrying Case Fluke 7102 Mico-Baths 09K7315 | 4227.00 
9317 Carrying Case Fluke 7103 Mico-Baths 09K7318 | 1387.00 
5010-1L | Fluid Silicone Oil} For the 6102, 7102 and 7103 Liquid Bath} 40M4458| 212.00 
Calibrators 
PIM_197428 
9100S/9102S HANDHELD DRY-WELLS FLUKE. 
Calibration 


9100S 


Features: 
@ Smallest dry-wells in the world 
@ Ranges from -10°C to +375°C 


@ RS-232 
software 


9102S 
@ Accuracy to +0.25°C, stability of +0.05°C at 0°C 


interface with 9930 Interface-it v3.81 


Despite its small size (2% inch high and 5 inches wide) and light weight, the 9100S outperforms every dry-well 
in its class in the world. It has a range to +375°C (+707°F) and is perfect for checking RTDs, thermocouples, 


and small bimetal thermometers in the field. Plug it in, switch it 


on (Note, these wells are fixed and not 


interchangeable), set the temperature with the front-panel buttons, and insert your probe into the properly 
sized well. Compare the reading of your device to the display temperature or to an external reference, and the 


difference is the error in your device. 


With a proprietary Fluke Calibration temperature controller, the 9100S has a display resolution of 0.1 degrees, 


an accuracy of +0.5°C, a stability of +0.1°C, and a stabilization 
temperature range of -10°C to +122°C, our Model 9102S dry-wel 
stability to +0.05°C. This dry-well is only four inches high and six inc! 


-10°C, includes a NIST-traceable calibration, and is stable to +0.05°C. 


time of just five minutes. For work in the 
ll is another first in the industry, featuring 
hes wide, achieves temperatures as low as 


The Model 9102S is excellent for dial gauges, digital thermometers, bulb switches, and other sensors that 


need calibration below ambient. The 9102S has two wells so you can use one 


for a reference thermometer to 


increase accuracy. Both wells are 1/2 inch in diameter, and each has inserts available for almost any sensor 
size. The 9102S also has a battery pack option that gives you approximately four hours of field use when AC 


power is unavailable. 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
Temperature 
9100S-A-156 Fixed Block Option “A” 09K7154 3073.00 
9100S-B-156 Fixed Block Option “B” 09K7155 3073.00 
9100S-C-156 Fixed Block Option “C” 09K7156 3073.00 
9100S-D-156 Fixed Block Option “D” 60R5729 3073.00 
9102S-156 Two Cells of Dry-Well 09K7157 5049.00 
Accessories 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1+ 
3102-2 Insert, AL 1/2” X 4” 1/8" | 9009 Industrial Dual-Block Dry-Well | 09K6892 | 278.00 
3102-5 Insert, AL 1/2” X 4” 5/16" | 9009 Industrial Dual-Block Dry-Well and} 09K6893 | 259.00 
the 9102S Handheld Drywell. 
3102-6 Insert, AL 1/2” X 4” 3/8" | 9009 Industrial Dual-Block Dry-Well | 09K6894 | 292.00 
3102-4 Insert, AL 1/2” X 4” 1/4” | 9009 Industrial Dual-Block Dry-Well | 29H3089 | 259.00 
3102-3 Insert, AL 1/2” X 4” 3/16" | 9009 Industrial Dual-Block Dry-Well 29H3090 259.00 
PIM_209903 
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ENVIRONMENTAL TEST EQUIPMENT 


CALIBRATORS 


FLUKE-718 Series 


FLUKE-718 AND -717 SERIES MODELS 
DC current measurement: 0 to 24mA 
Loop supply: 24VDC 

Min./Max. and Hold Functions 

Clear, 5-digit display 

EMI tolerant, dust- and splash-resistant 


e 
e 
e 
e 
e 
© CSA certified, CE compliant 


TEMPERATURE CALIBRATI 


FLUKE-718 AND FLUKE-717 SERIES PRESSURE 


FLUKE » 


FLUKE-717 Series 


@ Recommended accessories - TL220 
Test Lead Set, 700PTP Pneumatic 
Test Pump 

FLUKE-718 SERIES MODELS ONLY 

© Built-in hand pump — sources -1‘psig 
to full scale 


@ 
CE 


FLUKE-718 and FLUKE-717 series pressure calibrators include: protective yellow holster, test leads, 
alligator clips, single 9V alkaline battery (two with FLUKE-718 series models), instructions and three-year 
manufacturer's warranty. NOTE: Pressure may also be measured using 1 of 29 mfg. part no. 700Pxx pressure 


modules ordered separately; go online or call. 


Model Range 


Model Range 


718 100US -12 to 100 psi, 


(-85 to 689.48 kPa) 


718 30US -12 to +30 psi, 


(-83 to +207 kPa) 


717 30G -12 to +30 psi, 


(-83 to +207 kPa) 


717 100G —12 to +100 psi, 


(83 to +690 kPa) 


718 1G 
7171G 


#1 psi, 27.5 in H20, 
(-7 to +7 kPa) 


718 300G 
717 300G 


-12 to +300 psi, 
(-83 to +2070 kPa) 


717 500G 0-500 psi, 0-3450 kPa 


717 1000G 0-1000 psi, 0-6900 kPa 


717 1500G 0-1500 psi, 0-10342 kPa 


717 30006 0-3000 psi, 0-20700 kPa 


717 5000G 0-5000 psi, 0-34500 kPa 


718EX 300 Over pressure: 375 psi, 25 bar 


717 10000G 


0-40000 psi, (0-69000 kPa) 


717 15G 


=12 to +15 psi, (-85 to +103 kPa) 


Fluke-718 dry air only and includes on board pump 


Fluke-717 500G/1000G/1500G/3000G/5000G - Compatible with non-corrosive gases and fluids 


718EX 300 - ATEX | 


1G Ex ia IIC T4 Compliant 


Price Each 
Mfg. Part No. Stock No. 1+ 
Pressure 
FLUKE-718 100US 48F2060 3508.99 
FLUKE-718 30US 48F2059 3508.99 
FLUKE-717 30G 83F9129 2086.99 
FLUKE-717 100G 55C4468 2086.99 
FLUKE-718-1G 83K0435 3508.99 
FLUKE-718-300G 83K0436 3152.99 
FLUKE-717-1G 83K0428 2086.99 
FLUKE-717-300G 83K0431 2086.99 
FLUKE-717-500G 83K0433 2086.99 
FLUKE-717-1000G 83K0429 2086.99 
FLUKE-717-1500G 83K0430 2211.99 
FLUKE-717-3000G 83K0432 2211.99 
FLUKE-717-5000G 83K0434 2211.99 
FLUKE-718EX 300 14N6781 4905.99 
FLUKE-717 10000G 7273236 2211.99 
FLUKE-717 15G 7273237 2086.99 
PIM_34075 


Cut costs, not corners with 


multicomp 


Board & Box Components 
newark.com/multicomp 


PIM_5624841 


ENVIRONMENTAL TEST EQUIPMENT 
PRESSURE CALIBRATION 


FLUKE 719PRO ELECTRIC PRESSURE CALIBRATORS 


© Unique integrated electric pump for one handed 
pressure calibration 

© Test pressure switches easily with easy-to-use 
switch test function 

© Precision pressure adjust vernier for easy and 
accurate pressure calibration 

@ Ideal accuracy and performance (0.025%) for 
reference class transmitter calibration 

@ Programmable pressure calibrator pump limit 
eliminates over-pressurization and allows the 
user to program target pressures for pumping 

e Extended pressure measurement range with any 
of 29 700Pxx Pressure Modules 


FLUKE «> 


@ Indicates RoHS Compliant 


FLUKE 750P SERIES PRESSURE MODULES 


© 0.025 % reference uncertainty 

© 6-month and 1-year specifications 

© Temperature compensated 0 °C to 50 °C 

® Digital communication to calibrators, no analog 
losses or errors 

© Broad selection of ranges 

© Gage, differential, dual range, absolute and 
vacuum measurement models 

The 750P Series Pressure Modules are the ideal 

pressure modules to enable gage, differential and 

absolute pressure measurement with Fluke 750 and 

740 series DPCs and 725, 726 MPCs to measure 

pressure. 


| Find Datasheets Online 


FLUKE «= 


e Pump cleanout ports reduce pump failures from Price Each 
‘ Lennie aris unit to mitigate Mfg. Part No. Pressure Measuring Range Stock No. 1+ 
chance Of fluid damage in at-risk applications Absolute 
e ae measurement with optional © 30PSI, 150PSI and the new 300PSI SSE = -— to Spsia 36X3067 2367.99 
pressure ranges F = psia to 15psia 36X3068 2367.99 
The 719Pro Electric Pressure Calibrator is the ideal test tool for calibrating high accuracy transmitters, pressure FLUKE-750PA5S Opsia to 30psia 36X3069 2367.99 
switches and pressure gauges. The 719Pro includes a full functioning loop calibrator that sources, simulates FLUKE-750PA6 Opsia to 100psia 36X3070 2367.99 
and measures mA signals and more. FLUKE-750PA7 Opsia to 500psia 36X3071 2367.99 
Mfg. Part No. Range Resolution FLUKE-750PA8 Opsia to 1kpsia 36X3072 2367.99 
trong ele ether USIP 20a ne FLUKE-750PA9 Opsia to 1500psia 36X3073 2367.99 
719Pro-150G “12 to 150 PSI/-0.8 to 10 bar 0.01 PSI FLUKE-750PA27 Opsia to 300psia 36X3066 2367.99 
719Pro-300G 12 to 300 PSI/-0.8 to 20 bar 0.001 bar Differential 
Accuracy: +1-0.025 % of full scale, 6 months +/-0.035 % of full scale, 1 year FLUKE-750P00 Opsi to ‘psi 36X3085 2442.99 
Comment: Dry air and non-corrosive gas only FLUKE-750P01 Opsi to 10psi 36X3086 2118.99 
3 FLUKE-750P02 Opsi to 1psi 36X3087 2118.99 
eee FLUKE-750P03 Opsi to Spsi 36X3088 2118.99 
Mfg. Part No. Stock No. 1+ - - - - 
Preseure FLUKE-750P04 Opsi to 15psi 36X3089 2118.99 
FLUKE-719PRO 1506 08X5426 4844.99 Fine sais e - : = as catta 
FLUKE-719PRO 3006 08X5428 4844.99 He peers ails) 
FLUKE-719PRO 306 08X5427 AACS qo Opsi to 15psi 36X3098 2118.99 
For Use Price Each FLUKE-750PD2 “Apsi to ‘psi 36X3075 2367.99 
Mig.PartNo._| _Type With stockiNo | Mamas FLUKE-750PD3 ~Bpsi to 5psi 36X3077 2367.99 
FLUKE-720RTD | RTD Probe | Fluke-721 and fe Electric Pressure | 08X5429 405.99 FLUKE-750PD4 -15psi to 15psi 36X3078 2367.99 
PIM 211496 ao FLUKE-750PD5 -15psi to 30psi 36X3079 2367.99 
7 FLUKE-750PD6 -15psi to 100psi 36X3081 2367.99 
FLUKE-750PD7 -15psi to 200psi 36X3082 2367.99 
FLUKE 721 Ex SERIES PRECISION PRESSURE BOmEe at ees oa scc074 | Saas 
CALIBRATORS FLUKE-750PD27 -15psi to 300psi 36X3076 2367.99 
FLUKE-750PD50 -15psi to 50psi 36X3080 2367.99 
Gage 
FLUKE-750P05 Opsi to 30psi 36X3090 2118.99 
FLUKE-750P06 Opsi to 100psi 36X3091 2118.99 
FLUKE-750P07 Opsi to 500psi 36X3092 2118.99 
FLUKE-750P08 Opsi to 1kpsi 36X3093 2118.99 
FLUKE-750P09 Opsi to 1500psi 36X3094 2118.99 
FLUKE-750P27 Opsi to 300psi 36X3099 2118.99 
© Intrinsically Safe — IECEx and Atex Ex ia IIB T3 Gb (probe optional) ; FLUKE-750P2000 Opsi to 2kpsi 36X3095 2118.99 
(Zone 1) rated © Switch test on both pressure inputs 7 
© Ideal for gas flow calibration (custody transfer) Pressure displayed in the user's choice of 19 High 
applications engineering units FLUKE-750P29 Opsi to 3kpsi 36X3100 3084.99 
© Two isolated, stainless steel, pressure sensors © Large backlit graphic display can display up to FLUKE-750P30 Opsi to 5kpsi 36X3101 3084.99 
with 0.025 % accuracy three inputs simultaneously = : , 
© Pt100 RTD input for temperature measurement, © Store five instrument setups for recall and use FLUKE-750P31 Opsi to 10kpsi 36X3102 3084.99 
The ideal tool for gas custody transfer applications in potentially explosive atmospheres is the Fluke 721Ex Reference 
iferentalpreaure mebeurenertswive Eng vel The Tex ea boconaaredbysceany mera tore! anes ee ee sae ee oe 
(1 bar) of 36 psi (2.48 bar) low pressure senaet then add any of 7 high fies oie including 100, 300, FLUKE-750R06 Opsi to 100psi eOXS107 2367.99 
500, 1000, 1500, 3000 or 5000 psi (6.9, 20, 24.5, 69, 103.4, 200, 345 bar). FLUKE-750R07 Opsi to 500psi 36X3108 2367.99 
Price Each FLUKE-750R08 Opsi to 1kpsi 36X3109 2367.99 
Mfg. Part No. Stock No. [+ FLUKE-750R27 Opsi to 300psi 36X3110 2367.99 
Pressure FLUKE-750R29 Opsi to 3kpsi 36X3111 3335.99 
FLK-721EX-1601 48Y3962 pee FLUKE-750R30 Opsi to Skpsi 36X3112 3335.99 
FLK-721EX-1603 48Y3963 3558.99 FLUKE-750R31 Opsi to 10kpsi 36X3113 3335.99 
FLKT72EX1005.2~*=“‘(‘(ON(UWUC#SW#CO*~‘C(CC..+# BYBOBHO#;#~;7«TLl! FLUKE-750RD5 -15psi to 30psi 36X3104 2617.99 
FLK-721EX-1610 48Y3965 a FLUKE-750RD6 -10psi to 100psi 36X3105 2617.99 
FLK-721EX-1615 48Y3966 3558.99 FLUKE-750RD27 -12psi to 300psi 36X3103 2617.99 
FLK-721EX-1630 48Y3967 3558.99 Vacuum 
FLK-721EX-1650 48Y3968 ee FLUKE-750PV3 -5psi 36X3083 2367.99 
FLK-721EX-3601 48Y3969 = FLUKE-750PV4 ~15psi 36X3084 2367.99 
FLK-721EX-3603 48Y3970 = PIM_211873 
FLK-721EX-3605 48Y3971 = 
FLK-721EX-3610 48Y3972 = 
FLK-721EX-3615 48Y3973 3558.99 
FLK-721EX-3630 48Y3974 = 
FLK-721EX-3650 48Y3975 3558.99 
PIM_5470692 
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FLUKE 729 AUTOMATIC PRESSURE CALIBRATORS 


@ Automatic pressure generation and regulation to ASELSS 
300 psi 

@ Easily document the process using onboard test C € &. 
templates 
Automatic internal fine-pressure adjustment f™ 


Measure, source and simulate 4 to 20 mA signals 
24V loop power for powering transmitters for tests 
Bright dual/triple-channel color graphical display 
HART communication for testing HART smart 
transmitters 
@ Built-in leak testing for verifying test setups for leakage 
@ Rugged portable design with standard 3-year warranty 
@ Fluke Connect® App compatibility 

Fluke 729 Automatic Pressure Calibrator has been 
designed specifically with process technicians in mind to simplify the pressure calibration process and provide 
faster, more accurate test results. Technicians know that calibrating pressure can be a time-consuming task, but 
the 729 makes it easier than ever with an internal electric pump that provides automatic pressure generation and 
regulation in an in an easy-to-use, rugged, portable package. 


The ideal portable pressure calibrator, the 729 allows you to simply type in a target pressure, and the calibrator 
will automatically pump to the desired set-point. Then, internal fine adjustment control automatically stabilizes 
the pressure at the requested value. 


Price Each 
Mfg. Part No. Stock No. 1+ 
Pressure 
FLK-729 150G 15AC9664 11216.99 
FLK-729 150G FC 15AC9665 11216.99 
FLK-729 30G 15AC9666 11216.99 
FLK-729 30G FC. 15AC9667 11216.99 
FLK-729 300G 15AC9668 11216.99 
FLK-729 300G FC 15AC9669 11216.99 
PIM_5723715 
FLUKE 700G SERIES PRECISION PRESSURE TEST =mmcee 


GAUGES 


@ Precision pressure measurement from +10 
inH20/20 mbar to 10,000 psi/690 bar 

@ Absolute pressure measurement ranges 15, 30, 
100, 300 psia 

© Accuracy to 0.05 % of full scale 

© Reference class gauge accuracies to 0.04 % of 


@ ATEX rating: Il 3 G Ex nA IIB T6 

© Combine with the 700PTPK or 700HTPK pump 
kits for a complete pressure testing solution for up 
to 600 psi (40 bar) with the PTP-1 pneumatic pump 
and up to 10,000 psi (690 bar) with the HTP-2 
hydraulic pump 


reading © Log up to 8,493 pressure measurements to 
@ Easy to use, rugged construction for reliable memory (requires 700G/TRACK software) 
performance © Three-year warranty 
@ CSA; Class 1, Div 2, Groups A-D rating 
Price Each 
Mfg. Part No. Stock No. 1+ 
Pressure 

FLUKE-700G01 08X5414 1348.99 
FLUKE-700G02 08X5415 1348.99 
FLUKE-700G04 9472575 1348.99 
FLUKE-700G05 9472576 1348.99 
FLUKE-700G06 83T0009 1348.99 
FLUKE-700G07 9472577 1348.99 
FLUKE-700G08 9472578 1348.99 
FLUKE-700G10 08X5416 1348.99 
FLUKE-700G27 9175855 1348.99 
FLUKE-700G29 9472579 1348.99 
FLUKE-700G30 9472580 1348.99 
FLUKE-700G31 9371360 1348.99 
FLUKE-700GA4 08X5411 1348.99 
FLUKE-700GA5 08X5412 1348.99 
FLUKE-700GA6 08X5413 1348.99 
FLUKE-700GA27 08X5410 1348.99 
FLUKE-700RG05 08X5417 1537.99 
FLUKE-700RG06 08X5418 1537.99 
FLUKE-700RG07 08X5419 1537.99 
FLUKE-700RG08 08X5420 1537.99 
FLUKE-700RG29 08X5421 1537.99 
FLUKE-700RG30 08X5422 1537-99 
FLUKE-700RG31 08X5423 1537.99 

Accessories 

> CONTINUED > 
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ENVIRONMENTAL TEST EQUIPMENT 


PRESSURE CALIBRATION 


FLUKE 700G SERIES PRECISION PRESSURE TEST GAUGES (CONT.) 


For Use Price Each 
Mfg. Part No. Type With Stock No. 1+ 
FLUKE-700HTPK Pneumatic Test Kit Fluke 700G Series) 8275517 | 1975.99 
Pressure Gauges 
FLUKE-700PTPK Hydraulic Test Kit Fluke 700G Series} 9472581 | 1322.99 
Pressure Gauges 
700G/TRACK Data Logging Software and Cable} Fluke 700G Series) 94172583 755.99 
Pressure Gauges 
PIM_203701 
3130 SERIES PORTABLE PNEUMATIC PRESSURE FLUKE. 


CALIBRATOR 

@ Measure and generate pressures from vacuum to 
2 MPa (300 psi, 20 bar) 

© Internal pump can generate vacuum to -80 kPa 
(-12 psi, -0.8 bar) or pressure to 2 MPa (300 
psi, 20 bar) 

© Supply pressure connection allowing the use of 
external gas supply up to 2 MPa (300 psi, 20 bar) 

® Includes variable volume for fine adjustment of 
pressures 

@ Pressure measurement accuracy of 0.025 % 
reading + 0.01 % FS 

@ Electrical measurement and 24 volt supply for 
close looped calibrations 

© Measure or generate 4 to 20 mA 

® Measure 0 to 30 V de 

@ Powered by internal, rechargeable, high capacity 

The 3130 Portable Pneumatic Pressure Calibrator is ideal for calibrating pressure transmitters, transducers, 

gauges and similar devices. The 3130 contains everything you need to generate, control and measure pressure, 

as well as read the output of the device under test (DUT). 


—— Calibration 


CE 


NiMH battery or universal ac mains adapter 
© Compatible with Fluke 700P Pressure Modules 


Price Each 
Mfg. Part No. Stock No. 1+ 
Pressure 
3130-G2M 96W2007 7356.00 
PIM_211401 
Sensorcon Inspector Series JEENS@RCON 


SENSING SOLUTIONS BY Molex. 


——. 4 


is 


Sensorcon Inspector Sensorcon Inspector Kit 


The INS-CO-02 from Sensorcon is an industrial carbon monoxide detector. This Sensorcon Inspector is 
intrinsically safe carbon monoxide detector and meter designed for professional industrial use such as 
monitoring a building, construction and industrial work. This carbon monoxide meter, detector and portable 
alarm available is certified intrinsically safe to UL913 for class | and II explosive hazardous environments. The 
KIT-INS-CO-02 is a kit which includes the carbon monoxide detector, pump kit and storage case. 
The INS-CO-03 from Sensorcon is an industrial pro carbon monoxide detector. This Sensorcon Inspector is 
a programmable real time display carbon monoxide detector for the modern industrial work force, and can set 
own alarm points to meet specific industry needs. This Inspectors professional feature includes the ability to set 
your own high and low alarm points, water proof and dust proof, a time weighted average for carbon monoxide 
exposure (24hr), three alarm mechanisms including visual, vibration and audio, real time display in parts per 
million (PPM), 2000ppm ceiling, alarms as low as 5ppm, wearable including steel alligator clip and lanyard loop 
and max mode that sets it to store highest PPM reached per session. The KIT-INS-CO-03 is a kit which includes 
pro carbon monoxide detector, pump kit and storage case. 
The INS-H2S-02 from Sensorcon is an industrial hydrogen sulphide detector. This Sensorcon Inspector 
intrinsically safe H2S detector and monitor with a high quality sensor. The Inspector is certified Intrinsically 
Safe to UL913 for Class | and II explosive hazardous industrial environments. The H2S Inspector features 
a continuous concentration monitoring display. Easily monitor H2S in explosive environments such as oil 
refineries, waste water treatment facilities and other professional industrial operations. The KIT-INS-H2S-02 is 
a kit which includes the hydrogen sulphide detector, pump kit and storage case. 

The INS-H2S-03 from Sensorcon is an industrial pro hydrogen sulphide detector. The programmable real time 
display hydrogen sulphide detector for the modern industrial work force. Set users own alarm points to meet 
specific industry needs. Monitor H2S in explosive environments like oil refineries, waste water treatment facilities 
and other industrial operations. The Inspector is an Intrinsically Safe H2S Detector/Monitor with High Quality 
H2S Sensor and certified Intrinsically Safe to UL913 for Class | & Il explosive hazardous industrial environments. 
With two programmable alarm points and the capability to alarm in the presence of as little as 1ppm of Hydrogen 
Sulphide (H2S). The Sensorcon Industrial Pro H2S Meter is a perfect tool for oil and gas industry workers and 
support teams. Featuring an 85db alarm as well as flashing LED indicators and a vibrating feature. The KIT-INS- 
H2S-03 is a kit which includes the pro hydrogen sulphide detector, pump kit and storage case. 

The pump kit easily attaches to your Sensorcon carbon monoxide (CO) detector, it will allow to draw an air 
sample from hard to reach areas as well as areas that require more precision. 


Price Each 
Mfg. Part No. Stock No. 1+ 
Carbon Monoxide Detector 
INS-CO-02 980261 eee 
INS-CO-03 980263 pe 
Carbon Monoxide Detector Kit 
KIT-INS-CO-02 98Y0262 255.69 
KIT-INS-CO-03 98Y0264 218.99 
> CONTINUED > 
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ENVIRONMENTAL TEST EQUIPMENT 


AIR QUALITY 


Sensorcon Inspector Series (CONT.) 


Price Each 
Mfg. Part No. | Stock No. 1+ 
Hydrogen Sulphide Detector 
INS-H2S-02 98Y0266 157.82 
INS-H2S-03 98Y0267 194.52 
Hydrogen Sulphide Detector Kit 
KIT-INS-H2S-03 98Y0265 255.69 
KIT-INS-H2S-02 98Y0268 218.99 
PIM_5705055 
FLUKE-985 PARTICLE COUNTER AND FLUKE CO-220 FLUKE. 


CARBON MONOXIDE METER 


985 


The particle counter is an essential tool in the facility maintenance, HVAC and IAQ professional's toolbox. 
From filter testing to indoor air quality investigations, the particle counter equips the user with valuable data 
concerning the concentration and source of particulates in the tested environment. Fluke 985 has a large 3.5” 
color display with backlight and user friendly intuitive icons plus a large font option for easy navigation and 
viewing. It features configurable settings for the display, sample methods and sample size alarm. Data can 
be presented in traditional tabular or as a trend graph and exported to a USB memory stick or directly to a PC 
via a USB or Ethernet cable. It meets ISO 21501, JIS B9921 and CE standards. Fluke 985 is ultra-lightweight 
with an ergonomic design for easy single-hand operation. Includes: cradle for charging and USB and Ethernet 
communications, ENET CAT5E cable, USB-A to MINI-B cable, 12VDC power supply, zero count inlet-filter, filter 
adapter, sample inlet protective cap, hard case, getting started manual and user manual CD. 


Sample flue gas with Fluke CO-220 using the CO-205 Aspirator Kit 

Mfg. part no. FLUKE CO-220 carbon monoxide meter measures CO levels from 0 to 1000ppm, with an audible 
signal triggered more frequently as CO levels rise. Used to detect dangerous CO leaks. It responds very quickly 
to ambient changes in carbon monoxide concentration without the use of a pump. Perfect for professionals 
who need to measure CO levels where the accumulation of combustion gas is possible. Mfg. part no. FLUKE 
CO-205 aspirator kit contains all the components necessary for providing a clean sample for the Fluke® family 
of gas measuring devices. 


Fluke 985 
Six Size Channels 0.3um, 0.5m, 1.0um, 2.0um, 5.0um, 10.0um 
Flow Rate 0.1cfm (2.83L/min) 
Count Modes Raw counts, #/m3, #/ft3, #/liter in Cumulative or Differential mode 
Data Storage 10,000 records (rotating buffer) 
Alarms User selected particle channels and limits 
Display QVGA color with backlight 
Rechargeable Battery Li-ion 7.4V 2600mAh 
Battery Duration / Charge Time 10 hours / 3.5 hours 
Dimensions (LxWxD) 27.2cm x 9.9cm x 5.3cm (10.7"x 3.9"x 2.1”) 
Chan- Record Price Each 
Mfg. Part No. nels Capacity Count Modes Stock No. 1+ 
Particle Counter 
FLUKE-985 6 10000 Cumulative, Differential 8872552 6184.99 
Carbon Monoxide Meter 
Price Each 
Mfg. Part No. Description Stock No. the 
FLUKE CO-205 Aspirator Kit 26K2557 241.99 
FLUKE CO-220 Carbon Monoxide Meter 26K2559 609.99 
PIM_83701 


New Products Added Daily 


See the newest Technologies and Suppliers at 


newark.com/new-products 


BS)? \> 
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FLUKE 922 AIRFLOW METER 


© Powerful meter provides differential and static pressure, air 
velocity and flow readings 

© Convenient colored hoses help proper interpretation 
of pressure readings 

@ Bright, backlit display for clear viewing in all 
environments 

© User-defined duct shape and size for maximum 
airflow accuracy 

@ Resolution down to 0.001 in H2O 

@ 99 point data storage capacity 

@ Min/Max/Average/Hold functions for easy data 
analysis 

@ 2 year warranty 


FLUKE; 


Air Relative Price Each 
Mfg. Part No. Velocity Humidity Stock No. 1+ 
FLUKE-922 1m/s to 80m/s 45% to 90% 38M9737 930.99 
Kit 
FLUKE-922/KIT 1m/s to 80m/s 45% to 90% 89M0304 1069.99 
PIM_94365 


HEAVY DUTY LIGHT AND 5-in-1 ENVIRONMENTAL 
METERS 
e 


Mfg. part no. HD450 datalogger model! automat- 
ically stores up to 16,000 readings or manually 
store/recall up to 99 readings 

© Wide range to 40,000Fc or 400,000 lux mee 

© Cosine and color corrected measurements 

® Utilizes precision silicon photo diode and spectral 
response filter 

@ Peak mode (10uS) captures highest reading 

© Relative mode indicates change in light levels 

® Min/Max and Data Hold 

© CE compliant 

Mfg. part no. EN300 5-in-1 Environmental Meter 

® Rugged environmental meter with tripod mount 
and RS-232 PC interface 

@ Large dual LCD simultaneous display of Tempera- 
ture and Air Velocity or Relative Humidity 

© Characters on display reverse direction 
depending on Hygro-Thermo-Anemometer or 


EXTECH 


INSTRUMENTS 
A FLIR COMPANY 


CE 


© Built in thermistor for ambient temperature 


Light-Sound Mode measurements 
© Data Hold, Min/Max, Auto power off, Low Battery) © © Type K input measures temperature to 2372°F 
Overrange indication (1300°C) 


© Built-in low friction vane wheel improves accuracy  @ Utilizes precision photo diode and correction filter 
of air velocity in ft/min, MPH, m/s, km/h, and Knots for Cosine and color corrected light measurements 

® Built-in precision thin-film capacitance humidity © Sound Level measurement meets IEC 61672 
sensor for fast response class 2 using A frequency weighting and fast 


response time 


Heavy Duty light meters feature rugged double molded housing, large backlit LCD display with 40-segment 
bar graph and built-in USB port. Both Include light sensor with 3ft. (1m) cable and protective cover, Windows® 
compatible software with USB cable, hard carrying case, and 9V battery. Size: 6.7H x 3.1W x 1.6”D (170 x 80 
x 40mm). Mfg. part no. EN300 Comes complete with Type K thermocouple probe, pouch case, and six 1.5V 
AAA batteries. 
Measurement Price Each 

Mfg. Part No. Max Accuracy Resolution Stock No. 1+ 
5-in-1 Environmental Meter 

EN300 20000Ix 3% 1Ix 5979781 351.99 
Heavy Duty Light Meter 

HD400 400000Ix 5% 0.1Ix 61M0708 = 

HD450 400000!Ix 5% 0.1Ix 61M0710 322.29 
PIM_153226 
820-2 LED STROBOSCOPE Suupys. 
Features: 


@ High intensity 7-LED array 4,800 Lux @ 6,000 FPM/30cm 

@ Digital pulse width modulation for exceptionally sharp images 
at high speeds 

@ Rugged, durable design utilizes solid-state LEDs with no 
filaments, gases, hollow cavities, or glass 

© Quartz-accuracy control system provides high accuracy 0.02 
% (+ 1 digit) 

@ Multi-line LCD display 

® Check the rotating speed of machinery without physical contact 
or need for reflective tape 

@ Advance or retard flash timing for viewing gear teeth, cutting 
surfaces, repeats, or “drifting” equipment. 

® Simple push button operation with 2x and +2 buttons for easy 
adjustment 

Investigate and observe potential mechanism failure with confidence 

on a variety of machinery, in a wide range of industries, without 

making physical contact with the machine. The Fluke 820-2 LED 

Stroboscope is a rugged, compact, portable strobe ideal for stop 

motion diagnostics, mechanical troubleshooting, and process or product research and development. 


Price Each 
Mfg. Part No. Flash Rate Range Accuracy Stock No. the 
FLUKE-820-2 30FPMto300000FPM 0.02% 86X0343 1830.99 
PIM_5465817 


1432 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


FLUKE-725 AND FLUKE-726 MULTIFUNCTION PROCESS 


CALIBRATORS tates 


FLUKE-725 FLUKE-726 


All Models: 

@ Streamlined, hand-held design 

@ Reliably-built to stand up to tough field use 

© Two-channel, measure/source screen, for viewing 
input and output simultaneously 

@ Easy-to-read display with backlight for poorly 


@ Recommended accessories - C280 
Case, TL220 Test Leads, TPAK Meter @ 
Hanger (for 725) C115 Case, TL220 
Test Leads, TPAK Meter Hanger 
(for 726) 
FLUKE-726 Only: 


lit areas @ Precise measuring and calibrating — accuracies 
@ Measures volts, mA, RTDs, thermocouples, fre- of 0.01% 

quency, resistance to test sensors and transmitters © Transmitter error % calculation — no calculator 
© Source/simulate volts, mA, RTDs, thermocouples, needed 


frequency, resistance, pressure to calibrate 
transmitters 
© Supports flow meter testing with frequency function 
@ Auto-Step and Auto-Ramp for fast linearity testing 
© Power transmitters during test using 24V loop 
power supply with simultaneous mA measurement 
© Stores frequently-used test setups for later use 
@ Three-year manufacturer's warranty 
© CSA certified, CE compliant 


Mfg. part no. FLUKE-725 multifunction process calibrator is a powerful, yet easy-to-use field calibrator for 
the maintenance and troubleshooting of process control instrumentations. Mfg. part no. FLUKE-725ExX, its 
intrinsically-safe version, is able to calibrate almost any process instrument likely to need service in an area 
where explosive gasses may be present and is in compliance with safety specfications ATEX Il 1 G EEx ia IIB 
171°C KEMA 04ATEX 1303X; I.S. Class I, Division 1 Groups B-D, 171°C. Mfg. part no. FLUKE-726 precision 
multifunction process calibrator is designed specifically for broader workload coverage, calibration power and 
unsurpassed accuracy. It interprets results without the help of a calculator and stores measurement data for 
later analysis. All models operate on 4 AA batteries and come complete with one-set each of mfg. part no. 
TL75 test leads, mfg. part no. AC72 alligator clips, and stackable test leads, plus a product manual and a 


@ Memory storage for later analysis 

@ Enhanced flow meter testing with frequency pulse 
train source mode 

@ HART mode inserts 2500 resistor in mA measure 

© Integrated pressure switch test 

® Custom RTD curves for enhanced temperature 
measurement 

@ Voltage input protection for improved reliability 


ENVIRONMENTAL TEST EQUIPMENT 
PROCESS CALIBRATION 


FLUKE 750 SERIES DOCUMENTING PROCESS CALIBRATORS (CONT.) 


Price Each 
Mfg. Part No. Stock No. 1+ 
Current, Frequency, Pressure, Resistance, Temperature, Voltage 
FLUKE-753 5570896 8114.99 
FLUKE-754 5570897 9917.99 
PIM_196697 
HAND-HELD LOOP CALIBRATORS FLUKE. 


FLUKE-705 FLUKE-707 


FLUKE-709 


FLUKE-715 FLUKE-787B 
These powerful loop calibrators are ideal for loop calibration, maintenance and repair applications. 


Mfg. part no. 707 Loop Calibrator features mA sourcing, simulation and measurement with 0.015% accuracy 
and 0.001mA resolution. Simultaneous mA and % of span display, selectable step or ramp outputs, 24V loop 
supply with mA measure, including 250 HART resistor. Also features a one-handed user interface with “Quick- 
Click” detented knob making it extremely fast and easy to use. 
Mfg. part no. 707EX is the intrinsically-safe version, and is for use in explosion endangered areas and is 
certified in accordance with the ATEX directive (Ex ll 2 G Eex ia IIC T4) in Zones 1 and 2, ZELM 02 ATEX 0120 X. 


Mfg. part no. 709 Precision Current Loop Calibrator is designed to save time and product high-quality results. 


users guide on CD. 


Price Each 
Mfg. Part No. Stock No. 1+ 

Current, Frequency, Resistance, RTD, Thermocouple, Voltage 

FLUKE-726 64K0072 5036.99 
Current, Frequency, Resistance, Temperature, Voltage 

FLUKE-725EX 19K1381 = 
Current, Frequency, Resistance, Thermocouple, Voltage 

FLUKE-725 US 48F6885 3773.99 
PIM_85726 
FLUKE 750 SERIES DOCUMENTING PROCESS Ammeae 


CALIBRATORS 


© Calibrate temperature, pressure, voltage, current, 
resistance, and frequency 

@ Programmable calibration routines enable you to 
create and run automated as-found/as-left proce- 
dures to ensure fast, consistent, calibrations 

@ Records and documents results to support your 
ISO-9000 or regulatory standards 

© USB interface lets you transfer the results toa PC 

© Supports Fluke DPC/TRACK™ software as well as 
popular programs from Honeywell Meridium, Emer- 
son, Cornerstone, Yokogawa, Prime Technologies, 
Intergraph and others 

© Create procedures, instructions, and action lists to 
deliver fast, easy documentation 

@ Runs an entire shift on a rechargeable Li-ion 
battery pack 

© Overmolded urethane case stands up to rough 
handling in industrial environments 

© Calibrators offer one- or two-year calibration cycles 
and three-year warranty 

@ Bright white display lets you read your results in 
any kind of light 

© Soft keys provide one-touch access to enhanced 


functions such as task lists, automated procedures, 
scaling, min/max, stepping and ramping, and 
review memory 

@ Measure, Source, or simultaneous Measure/ 
Source modes enable technicians to troubleshoot, 
calibrate, or maintain instrumentation with just 
one tool 

@ Integrated HART communication capability lets 
you program and control HART instrumentation 
(Fluke-754 only) 

Fluke 753 features: 

© offers simultaneous source and measure capabili- 
ties for all common process parameters 

© Create and execute automated procedures and 
automatically capture the results results 

© The USB interface enables two-way communi- 
cation with popular PC-based instrumentation 
management applications 

Fluke 754 features: 

© offers all of the capabilities of the 753, plus the 
ability to maintain and calibrate selected HART 
transmitters without a second tool. 
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This tool reduces the time taken 


io measure and source voltage or current and power up a loop. Features best- 


in-class accuracy at 0.01% reading, with intuitive user-interface with Quick-Set knob for fast setup and easy use. 
Mfg. part no. 709H Precision HART Loop Calibrator offers a built-in HART modem for communication capability 
to perform commands such as read message, tag, descriptor, calibration date, sensor PV information, PV output 
information, long tag and write PV ranges (upper and lower). 


Mfg. part no. 715 Volt/mA Calibrator measures loop current signals with 0.01% accuracy and 0.001mA 
resolution. Also measures voltage output process signals from PLCs and transmitters. Source or simulate 
24mA loop current, source voltage to 100mV or 10V, 24V loop supply with simultaneous current measurement. 


Mfg. part no. 787B ProcessMeter! doubles troubleshooting capabilities by combining the power of safety rated 
digital multimeter and mA loop calibrator into a single compact test tool. It measures AC and DC volts, AC 
and DC current, resistance, continuity and frequency. Also include Quick-Reference guide and users manual. 


All models come complete with alligator test clips, safety-designed test lead set, carrying case, one 9V battery 
(mfg. part no. 709 has six AAA batteries), instructions and a three-year manufacturer's warranty (mfg. part no. 
707EX has a one-year manufacturer’s warranty and includes Instruction manual on CD-ROM). 


Recommended accessories: Mfg. part no. C50 Case, Mfg. part no. TL71 Test Leads, Mfg. part no. TPAK 
Meter Hanger (for 705 and 707), Mfg. part no. C25 Case, Mfg. part no. T71 Test Leads, Mfg. part no. AC72 
Alligator Clips (for 715) Mfg. part no. C116 Case, Mfg. part no. TLK225 Accessory Set, Mfg. part no. Mfg. 
part no. Meter Hanger (for 787 and 789). 


Functional Fluke 705/707 Fluke 715 Fluke 
Specifications: Loop Calibrators VoltimA Loop 709/709H 
Calibrator Current Loop 
Calibrators 
Voltage OV to 28V OmV to 200 mV/0Vto25V) Oto30Vdc 
Range 
Voltage 1mV 10 pV / 1 mV 1 mV 
Resolution 
Voltage 705: 0.025 % Rdg + 1 counts 0.01 % Rdg + 2 counts 0.01% +42 
Accuracy 707, 707Ex: 0.015 % Rdg + 2 counts counts all ranges 
(@ 23° + 5°C) 
Current 0 mA to 24 mA 
Range 
Current 0.001 mA 
Resolution 
Current 705: 0.02 % Rdg + 2 counts 0.01 % + 2 counts 0.01% +2 
Accuracy 707, 707Ex: 0.015 % Rdg + 2 counts counts all ranges 
(@ 23° + 5°C) 
Price Each 
Mfg. Part No. Description Stock No. 1+ 
FLUKE 787B 11AC0581| 1200.99 
Current 
FLUKE-707EX | Intrinsically-Safe Loop Calibrator with “Quick Click” Control | 63H2496 — 
Knob 
> CONTINUED > 
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ENVIRONMENTAL TEST EQUIPMENT 


@ Indicates RoHS Compliant | Find Datasheets Online 


PROCESS CALIBRATION 


HAND-HELD LOOP CALIBRATORS (CONT.) 


Price Each 
Mfg. Part No. Description Stock No. 1+ 
Current, Voltage 
FLUKE-705 Loop Calibrator 48F2058 1104.99 
FLUKE-707 Loop Calibrator with “Quick Click” Control Knob 39C2941 1168.99 
FLUKE-709H Precision HART Loop Calibrator 67W3043 1708.99 
FLUKE-709 Precision Loop Calibrator 84W8830 1258.99 
FLUKE 715 Voltage/mA Calibrator 83F4183 1668.99 
Accessory 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1+ 
TOSH/TRACK | Data Logging Software and Cable| Fluke = 709H Precision | 84W8831 505.99 
Current Loop Calibrators 
PIM_34070 
FLUKE 770 SERIES MILLIAMP PROCESS CLAMP METER FLUKE. 


771 Milliamp Process Clamp Meter: 

@ Measures 4-20mA output signals from transmitters 
without breaking the loop 

@ Measures 10 to 50mA signals in older control 
systems using the 99.9mA range 

@ Accuracy: 0.2% 

@ Resolution and sensitivity to 0.01mA 

@ Hold function captures and displays changing 
measurements 

@ Dual backlit display with both mA measurement and 
percent of 4 to 20mA span 

772 and 773 Milliamp Process Clamp Meters: 

© DC voltage measurement to verify 24 V power 
supplies or voltage I/O signals 

© Source dc voltage to test input devices that accept 
a1 to 5 volt or 0 to 10 volt signal 

© Scaled mA output provides a continuous mA signal 
that corresponds to a 4 to mA signal measured by 
the mA clamp 

© Output signal enables a logging DMM or other 
device to record the 4 to 20 mA signal without 
breaking the loop 


@ mA in/out: simultaneously measure the mA signal 

© Apply a mA input signal to a device and measure 
its’ 4 to 20 mA output on devices such as valves 
or mA isolators 

© Voltage output linear ramp of 25% step output 

@ Automatically change the voltage output for 
remote testing 


Mfg. part no. FLUKE-771 compact process clamp meter measures mA signal for PLC and control systems 


analog I/O. Detachable clamp with extension cable allows user to take measurements in tight locations, and 
the built-in spotlight illuminates hard to see wires in dark enclosures. Features automatic power-off after 15 
minutes and 2 minute automatic-off for backlight and spotlight. Uses two AA 1.5V alkaline batteries. Meter 
includes soft carrying case, user’s manual and manufacturer's warranty: 3-years for electronics, 1-year for 
clamp cable assembly. 
Current Current Price Each 
Mfg. Part No. Range AC Range DC Stock No. 1+ 
mA measure wijaw 
FLUKE-771 OA to 20.99mA 0A to 20.99mA 30M9567 929199) 
mA measure wijaw, mA measure in circuit, mA source, mA sim, loop power 24 V 
FLUKE-772 0A to 20.99mA OA to 20.99mA 09R2350 1372.99 
mA measure wijaw, mA measure in circuit, mA source, mA sim, loop power 24 V, mA in/out 
FLUKE-773 0A to 20.99mA 0A to 20.99mA 09R2351 1743.99 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1+ 
2722971 Jaw Assembly | Fluke 771 Milliamp Process Clamp Meter 05R0208 319.00 
PIM_90370 
Fluke 787B PROCESSMETER FLUKE: 
Features: 
@ DMM and Loop Calibrator in one tool 
@ Precision 1000 V, 440 mA True RMS Digital Multimeter 
e DC current source and Loop Calibrator 
@ Min/Max / Average / Hold / Relative Modes 
@ Diode Test and Continuity Beeper 
@ Manual Step (100%, 25%, Coarse, Fine) plus Auto Step 
and Auto Ramp 
© Simultaneous mA and % of scale read-out 
@ Externally accessible battery / fuses 
The Fluke 787B combine a Digital Multimeter and a Loop 
Calibrator in one rugged hand-held tool, giving process 
technicians double the power. 
Included Accessories: Yellow Holster (H80M excl. TPAK), 
TL75 Hard Point Test Lead Set plus AC72 Alligator Clips, 
one 9V battery and user manual. 
Price Each 
Mfg. Part No. Stock No. 1+ 
FLUKE 787B 11AC0581 1200.99 
PIM_5513135 


FLUKE 789 PROCESSMETER AND TEMPERATURE KIT 


@ Unique new wireless measurement logging capability The Fluke 789 
© Temperature measurement from -200°C to 1372°C using the 
13000 FC 

24 V Loop power supply 

HART mode setting with loop power (adds 250 ohm resistor) 
100% larger dual display 

1200 ohm drive capability on mA source 

Enhanced backlight with two brightness settings 

0% to 100% mA Span Check buttons to toggle between 4 
and 20 mA 

Infrared I/O serial port compatible with FlukeView® Forms 
Software Version 2.1 

@ Externally accessible fuses for easy replacement 


FLUKE; 


ProcessMeter™ is the ultimate troubleshooting tool for electricians 
and instrumentation professionals, combining the functionality of a 
loop calibrator with the power of a digital multimeter. By equipping the 
789 with a temperature measurement module and the wireless data 
logging capabilities of Fluke Connect™ with ShareLive™ video call, 
process technicians can now do a lot more while carrying a lot less. And with its built-in, selectable 250 ohm 
HART® resistor, it eliminates the need to carry a separate resistor with you. Use the included FC Connector 
with the Fluke 789 and get the full benefits of the Fluke Connect™ mobile app. Download it now and get started. 


Price Each 
Mfg. Part No. Stock No. 1+ 
Current, Frequency, Resistance, Voltage 
FLUKE-789 8107984 1322.99 
Accessories 
For Price Each 
Use 
Mfg. Part No. Type With | Stock No. 1+ 
FLUKE-789 FC/T3000 | Fluke 789FC ProcessMeter and Temperature Kit 47X3303 | 1703.99 
FLUKE-IR3000FC Wireless Data Transfer Connector 47X3336 149.99 


PIM_212267 


Vendor Approved Modification 


Panel Meters and Switches designed to your s| 
Choose your own colors, text, and logo 


ISO certified lab with a Certificate of Conformance 
included with your order 


Call 800 859 1257 


Email: panelmeters@newark.com 


PIM_5795297 
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BR200 & BR250 VIDEO BORESCOPE/WIRELESS 
INSPECTION 
CAMERAS 


EXTECH 


INSTRUMENTS 
A FLIR COMPANY 


Mfg. part nos. BR250 and BR200 feature 9mm and 17mm camera diameters, 3.5” color TFT LCD wireless 
monitor with a 2GB microSD memory card (included) for capturing images (JPEG) or video (AVI) for viewing 
on your PC. Ideal for use in electrical, automotive, pest control, water restoration, HVAC and refrigeration 
applications. 


Mfg. part no. BR200-EXT is the audio/video connection cable for BR200 & BR250. 
SPECIFICATIONS: 
Mfg. Part No. 
Monitor Size 
Camera 
Waterproof Camera 
LED Lighting 2 adjustable 
Capture Video/Images to Memory Yes 
Video Output 


Price Each 
Stock No. 1+ 
73R7820 289.29 
15R8050 es 


Mfg. Part No. 


BR250 
BR200 
PIM_177064 


RUGGED AND WATERPROOF VIDEOSCOPES 


SFLIR 


Spire ; 
Compliant 
Available 
Ol 


MECHANICAL TEST EQUIPMENT 


BORESCOPES & VIDEOSCOPES 


TOUGHPIX II TRIDENT EDITION EXPLOSION PROOF DIGITAL CAMERA 
(CONT.) 

The TOUGHPIX Il TRIDENT EDITION Explosion Proof Digital Camera is designed and certified with the 
professional inspector in mind. TOUGHPIX II TRIDENT EDITION is ATEX certified Ex d IIB+H2 T6 Gb / II2G 
Gb T6, for use in hazardous areas ensures it can go safely where most cameras and phones cannot. With its 
high intensity on board strobe flash, TOUGHPIX II TRIDENT EDITION lights up the darkest areas making high 
quality digital imagery easier and clearer than ever. Coupled with 5x optical zoom, 4x digital zoom, anti-shake 


technology and additional close-up macro lenses, TOUGHPIX II TRIDENT EDITION gives you the flexibility you 
need to do your job, any job and get the results you need. 
Output Price Each 
Mfg. Part No. Magnification Connection Stock No. the 
46MP 
@ TOUGHPIX II 5X Optical, 4X Digital USB 598492 = 
PIM_5529517 


DIGIMATIC CALIPER WITH SET AND FORGET 


TECHNOLOGY 
a 


Mitutoyo 


© On/off, origin set, zero/ABS @ Resolution: .0005”/0.01mm (inch/metric), 0.01mm 
© Convenient thumb roller (metric) 
© Data output function, output models only ® Accuracy: +.001°/0.02mm (6” and 8”), 
© 20,000 hours battery life under normal use +.0015"/0.03mm (12”) 
Measuring Price Each 
Range 
Mfg. Part No. Max Resolution Stock No. 1+ 
500-193 12" 0.0005” 81K9213 as 
0-8” Range 

500-197-30 8 0.0005” 81K9215 255.00 
PIM_88527 
SLIDE CALIPERS 


Starrett 


Features: 

@ Rubber-reinforced case is waterproof and capable 
of withstanding two-meter drops (IP67-rated) 

@ Handset controls allow users to select 180-degree 
or 90-degree camera angles 

@ Record video and images that transfer to a PC via 
SD card or USB port 

© Voice annotate video recordings to add critical 


details with included headset 
@ Extended battery life accommodates a full day of 
inspections without recharging 
@ USB-based charging system enables users to 
charge at home, on the road, or at the job site. 
@ Base system is also available with a wide range of 
handsets, camera probes, and wireless options 
© 640 x 480 px display resolution 


3202-12 


The FLIR VS70 is a rugged, waterproof and shock-resistant videoscope that features intuitive handset controls 
that enable users to maneuver the narrow camera probe into tight spaces to deliver vivid and sharp video 
and images to a large 5.7” color LCD display. Advanced inspection solutions, expansion cameras, and add-on 


accessories enable users to expand their FLIR VS70 to address many different inspection needs. 
Output Price Each 
Mfg. Part No. Connection Description Stock No. 1+ 
640 x 480 Pixels 
@vs70 USB Waterproof, Shock-Resistant 30Y7935 2229.00 
@VS70-1 USB General Purpose, Long Focus 30Y7938 2769.00 
@ VS70-1W USB Wireless, General Purpose, Long Focus 30Y7939 3219.00 
@VS70-2 USB Small Opening, Short Focus, Wired 307940 2889.00 
@ VS70-3 USB Wired Articulation, Long Focus 307941 4049.00 
@ VS70-KIT USB 2-Way Articulation, General Purpose 30Y7936 4709.00 
@ VS70-KIT-W USB Wireless Articulation, General Purpose 30Y7937 5779.00 
PIM_5465775 


TOUGHPIX II TRIDENT EDITION EXPLOSION 


Cor Dea « 


PROOF DIGITAL 
CAMERA INSTRUMENTS 
SAFER | FASTER | BETTER 
Spire ; 
Compliant 
Available 
Features: @ 16GB memory and High Definition video 


@ ATEX and IECEx Certified for Zone 1 IIB+H2 T6 
explosive (vapour) atmospheres 

@ 16 megapixel SLR style with armoured 2.7” LCD 
screen 


@ Macro, Auto-focus, Antishake, 5x Optical and 4x 
digital zoom 
© Reporting capability through CorDEX CONNECT™ 
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799 Series 
120 and 3202 series offer clear dial graduations of .001” per revolution, sharp black graduations on the satin 
finished bar every .100”, knife-edge contacts and thumb operated fine adjustment. 
The 799 series electronic calipers have large easy-to-read displays, fine adjustment to precision, zero at any 
position, .0005” resolution, lock to hold position and hardened stainless steel body for long life. The 799 series 
provides a lightweight, ergonomic design. 
The 798 series features |P67 level of protection against coolant, water, chips, dirt, dust, and other contaminants. 
Measuring Price Each 
Range 
Mfg. Part No. Max Resolution Graduations Stock No. the 
Elect. Caliper in Fitted Plastic Case 
EC799A-6/150 6" 0.0005” 40Y5840 197.00 
EC799A-8/200 8" 0.0005” 40Y5841 281.00 
EC799A-12/300 12" 0.0005” 392422 453.00 
IP67 Elect. Caliper with Output, in Fitted Plastic Case 
798B-6/150 6" 0.0005” 75R9910 = 
798B-8/200 8" 0.0005” 64R5067 413.00 
798B-12/300 12" 0.0005” 75R9911 657.00 
Slide Caliper, in Fitted Case 
3202-6 a” 0.100” 0.001” 40Y5843 145.00 
3202-12 12° 0.100" 0.001” 40Y5842 304.00 
Slide Caliper, with Fitted Plastic Case 
120A-6 6" 0.100” 0.001” 85K4296 271.00 
Slide Caliper, without Case 
120-12 2" 0.100” 0.001” 85K4294 506.00 
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MECHANICAL TEST EQUIPMENT @ Indicates RoHS Compliant 4] Find Datasheets Online 
CALIPERS, MICROMETER DIAL INDICATOR 


ES aon Goi ealen - ID-C Series Mitutoyo mene Starrett 


Features: 

© Calculation function operates on spindle 
displacement 

@ Entering the appropriate formula factors for 
a fixture dedicated to the application enables 
direct measurement readout, thereby eliminating 
any need for the conversion tables previously 
needed for those applications where fixtures are 
typically used 

@ Peak-Value TIR/MAX/MIN Hold enables 


GO/+NG judgement for peak value AABAZORE 
© Simple operation of many functions with five buttons and status icons 
@ Wide LCD and new analog bar graph are now standard on all models 
@ Performs sampling in fifty times per second and it enables to detech peak value more ST496.1CXRLZ 
correctly OUTSIDE MICROMETER SETS FEATURES: resists rust and provides a no-glare background for 
Measurin Price Each © Protective cases keep micrometers and standards the sharp lines and figures 
Range g |-—_——_————. together and readily accessible ® All measuring rods are adjustable 
Mfg. Part No. Mae Stock No 1+ © Carbide faces, ratchet stop and lock nut ® Quick and easy adjustment 
ED = = © Mfg. part no. ST436.1AXRLZ set includes: 1”, 2” INSIDE MICROMETER FEATURES: 
543-342B 12.7mm 514789 504.00 and 3” micrometers with 2 standards © Each rod marked with length 
PIM. 5523657 © Mfg. part no. ST436.1CXRLZ set includes: 1”, 2”, © Hardened and ground anvils on rods, adjustable 
Z 3”, 4”, 5” and 6” micrometers with 5 standards for length. Head anvil is hardened and ground 
DEPTH MICROMETER FEATURES: © Quick-reading figures - every thousandth num- 
DIAL AND ELECTRONIC INDICATORS ¢ Ergonomically designed bered on Inch reading tools 
@ All precision screws are ground and lapped @ 124 series measuring rods are solid and assem- 
@ All bases and rods are hardened, ground, and bled on one side of the micrometer head 
lapped for permanent accuracy © 823 series tubular measuring rods are lightweight, 
® All reading surfaces have a satin chrome finish that yet extremely rigid 
Measuring Price Each 
Range 
Mfg. Part No. Max Graduations Stock No. 1+ 
Depth Micrometer 
445AZ-6RL 6” 0.001” 85K5394 425.00 
446AZ-6RL 6" 0.001” 85K5415 oS 
449AZ-6R e 0.001” 85K5425 507.00 
 496A12 Inside Micrometer 
823BZ 12” 0.001” 85K7114 513.00 
124DZ 32” 0.001" 85K4357 1118.00 
823FZ 32” 0.001” 85K7118 1000.00 
Outside Micrometer Set 
ST436.1AXRLZ 7 0.0001” 85K3633 808.00 
EDP68045 6" 0.0001” 85K3637 1927.00 
PIM_88726 


19681 81 Series STEEL RULES Mituto (a) 
Starrett indicators are made to American Gauge Design (AGD) specifications. A 


The 25 series and 81 series indicators have a shockless, hardened steel gear train and jewel bearings. They 
are furnished with a lug-on-center back. 
The 196 series is an accurate Universal Back-Plunger style indicator with 3 Contact Points. 


anata 


ain lm 


The 196B1 is a dial indicator only, whilst the 196A1Z includes an adapter and 4x attachments (clamp, tool post 
holder, snug and hold attachment) in case. Sizes & Availability: © 6/12/24 x 150/300/600mm - Graduations 1/32”, 
Measuring Price Each © 6/12/24" (4R) - Graduations 1/8", 1/16", 1/32”, 1/64" 
Range =] 1/64" 
Mfg. Part No. Max Resolution Stock No. 1+ Manufactured from hardened and tempered stainless steel. Available in satin finish for easy reading. 
Dial Indicator - 196 Series Price Each 
196B1 0.2” 0.001” 85K4599 191.00 Mfg. Part No. Length Width Stock No. 1+ 
Dial Indicator - 196 Series - with 4x Attachments Pocket Steel Rule - 6” 
196A1Z 0.2” 0.001” 85K4596 331.00 950-301 6” 0.5” 84K7231 5.20 
Dial Indicator - 25 Series Pocket Steel Rule - 6”x150mm 
25-141J 0.25" 0.001” 85K4918 211.00 950-300 6" 0.5" | 82K5521 10.00 
25-6315 1” 0.0005” 85K5002 239.00 Satin Chrome Finish - 12”(4R) 
25-4415 a 0.001” 85K4991 203.00 182-221 12” 0.5” 81K7444 31.10 
Dial Indicator - 81 Series 182-121 12” 4" 81K7395 35.35 
81-141 0.25" 0.001” 85K7021 200.45 Satin Chrome Finish - 12”x300mm 
81-241J 0.25” 0.001” 85K7053 207.00 182-225 12" 0.5” | 81K7448 31.10 
Electronic Indicator - Imperial 182-125 12" 1" | 81K7399 33.58 
3600-5 0.5” 0.0005” 88K0944 eas Satin Chrome Finish - 24”(4R) 
Electronic Indicator - Metric 182-161 24” 0.812” 81K7416 70.40 
3600M-5 12.7mm 0.01mm 88K0945 = Satin Chrome Finish - 24”x600mm 
Price Each 182-165 24" 0.812” 81K7419 66.88 
Mfg. Part No. Description Stock No. Sr Satin Chrome Finish - 6”(4R) 
PT06632/2 Contact Point for AGD Indicator 7AKO511 17.50 1B2z20) a Ue | BICAe 15.75 
182-101 6” 0.75” 81K7380 15.77 
PIM_88718 
Satin Chrome Finish - 6”x150mm 
182-205 6" 0.5” 81K7428 15.75 
182-105 6” 0.75” 81K7384 16.60 
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RULES 
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Starrett 


TT Tse eee 


ih | | | 
Taldlitstdtchtvilitfitton tan tidandiatilaattibactadiai 


C604RE-6 


30 80 190 110 


Sooper 
130.190 140 
LoiLndtavlandaed i 


a 
sidaiclandalandanda 


C331-150 


Available Products: 

@ C305R-6 - Chrome, Full-Flexible, 6”(5R), Gradua- 
tions 1/10”, 1/100”, 1/32”, 1/64” 

© C305R-12 - Chrome, Full-Flexible, 12"(5R), 
Graduations 1/10”, 1/100”, 1/32”, 1/64” 

© C310K-6 - Chrome, Flex, with Pocket Clip, 
6"(10R), Graduations 1/32”, 1/64” 

© C310T-6 - Chrome, Flexible with Tapered End, 
6"(10R), Graduations 1/32”, 1/64” 

© C604R-6 - Chrome, Spring Tempered, Regular 


1/32", 1/64” 

® C604RE-6 - Chrome with End Graduations, (4R), 
Graduations 1/8”, 1/16”, 1/32”, 1/64” 

© C604R-12 - Chrome, Spring Tempered, Regular 
Steel Finish, 12’(4R), Graduations 1/8”, 1/16”, 
1/32", 1/64” 

© €331-150 - Chrome, English/Metric, 150mm or 
5-3/4", Graduations 1/32”, 1/64” 

© €331-300 - Chrome, English/Metric, 300mm or 
11-3/4", Graduations 1/32”, 1/64” 


Steel Finish, 6"(4R), Graduations 1/8”, 1/16”, 


Price Each 
Mfg. Part No. Length Width Stock No. Leh 

C305R-6 6" 0.5" 85K2498 32.00 
C310K-6 6” 0.5” 85K2503 33.50 
C310T-6 6” 0.5” 85K2508 36.50 
C604R-6 6” 0.5” 85K2647 33.50 
C604RE-6 6" 0.75" 85K2650 36.00 
C305R-12 12" 0.5” 85K2493 67.00 
C604R-12 12” 4 85K2636 56.00 
C331-150 150mm 12mm 85K2549 35.00 
C331-300 300mm 12.7mm 85K2550 69.00 
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PRECISION LEVELS 


Starrett 


MECHANICAL TEST EQUIPMENT 


PRECISION LEVELS (CONT.) 


RULES & SQUARES 


Overall Price Each 
Mfg. Part No. Length Stock No. 1+ 
With Single Plumb Vial & Cross Test Vial 
98-12 12° 85K7286 302.00 
PIM_88727 
Laser Levels FLUKE. 


Laser Detector 2-Line 


All Laser Level Models: 

@ Rugged case design withstands rough handling 
on the job site 

@ Includes magnetic wall bracket for easy, stable 
mounting 

Fluke-3PR and Fluke-3PG: 

© Self-levelling 3-point laser level allows for fast, 
accurate layout of reference points 

® Accurate to 6mm at 30m (’4” at 100ft) 

@ Includes floor stand for fast, easy overhang and 
centerline measurements 

© Green laser is up to 3 times brighter for improved 
visibility and long range applications (Fluke-3PG 
only) 

Fluke-180LR and Fluke-180LG: 

© Self-levelling, horizontal and vertical cross line 
laser level for rapid, accurate levelling and layout 

© Accurate to 3mm at 9m (1/8” at 30ft) 

© Green laser is up to 3 times brighter for improved 
visibility and long range applications (Fluke-180LG 
only) 

Fluke-180LR System and Fluke-180LG System: 

© Self-levelling, horizontal and vertical cross line 
laser level 

@ Includes laser line detector and rod clamp for use 
in high ambient light settings 


Fluke 3-poin 


3-Point Laser Level 


Laser Level 


Fluke-LDR and Fluke-LDG Laser Line Detectors: 

@ Laser line detector for use in high ambient light 
settings 

@ Visual and audible indicators for ease of use 

@ Rugged case design 

© Compatible with Fluke-180LR (Fluke-LDR) and 
Fluke-180LG (Fluke-LDG) 

@ Includes rod clamp for quick, steady positioning 

Model Contents / Specifications: 

@ Fluke-3PR: Red 3-point laser level, carrying 
pouch, wall bracket & floor stand 

@ Fluke-3PG: Green 3-point laser level, carrying 
pouch, wall bracket & floor stand 

@ Fluke-180LR: Red 2-line laser level, carrying 
pouch, wall bracket 

© Fluke-180LG: Green 2-line laser level, carrying 
pouch, wall bracket 

@ Fluke-180LR SYSTEM: Red 2-line laser level, 
carrying case, wall bracket, red laser detector, 
rod clamp 

@ Fluke-180LG STSTEM: Green 2-line laser level, 
carrying case, wall bracket, green laser detector, 
rod clamp 

@ Fluke-LDR: Green laser detector and rod clamp 

@ Fluke-LDG: Red laser detector and rod clamp 


laser levels are accurate to 6mm at 30m (‘4” at 100ft), and Fluke continuous line laser levels are 


accurate to 3mm at 10m (1/8” at 30ft). The fast settling, self-levelling gimbal gives you accurate reference points 
— and lines almost instantly; long and tedious layouts will become a thing of the past. 
Overall Price Each 
Mfg. Part No. Length Stock No. 1+ 
Green 2-Line Laser Level 
FLUKE-180LG 60m 9970313 = 
~ Green 2-Line Laser Level with Detector 
FLUKE-180LG STSTEM 60m 990314 = 
f Green 3-Point Laser Level 
| FLUKE-3PG 30m 990317 = 
Green Laser Detector 
Eb FLUKE-LDG 60m 990311 = 
134 Red 2-Line Laser Level 
The 199Z and 98 series precision levels are made of seasoned cast iron and have a black wrinkle finish. The FLUKE-180LR 60m 99Y0315 ae 
Master level has a scraped reference surface for the highest degree of accuracy in a precision level. 98 series Red 2-Line Laser Level with Detector 
features an involute groove running the length of the base, permitting better centering and greater capacity to 
handle larger rounds. FLUKE-180LR SYSTEM 60m 99Y0316 as 
Mfg. part no. 134 cross test level and plumb has two vials at right angles for cross test leveling without moving Red 3-Point Laser Level 
the tool and is cast iron with a satin nickel finish. 
Mfg. part no. 130 compact bench level has a sensitive and accurate single vial. The body is made of cast iron FLUKE-3PR sly OLE — 
with black wrinkle finish and accurately machined base leveling surface. Red Laser Detector 
135 series pocket level is made from hexagonal stock with convex ends and satin nickel-plated finish. FLUKE-LDR 60m 99Y0312 aeE 
Overall |PriceEach ——PIM_5651992 
Mfg. Part No. Length Stock No. ‘he 
a = a DIGITAL FORCE GAUGES EXTECH 
' : 177.00 Features: INSTRUMENTS 
98-8 8 85K7292 211.24 @ 5-digit 0.4” (10mm) LCD with reversible display feature to A FLIR COMPANY 
With Cross Test Vials & Plumb Vial match viewing angle 
134 3 85K4401 e Exclusive load cell measurement transducer 
74.00 © Overrange, low battery, and advanced function indication 
With Double Plumb Vial & Cross Test Vial @ Zero Adjust pushbutton and Peak Hold switch 
98-18 18" 85K7288 508.00 ® Selectable fast/slow response 
With Main Vial © One-year manufacturer's warranty 
! any Vial © CE compliant 
135A 2.5 85K4402 42.50 Push/pull measurements in kg, Ibs., oz., and Newton units. 
130 3.375 “ 85K4391 54.00 Choice of non-calibrated, calibrated and high-capacity models. 
ry All three gauges come complete with hook adapter for tension, 
1358 ah SIGE! aaa00) compression adapters (flat, cone and chisel head), 5” (127mm) 
199Z 15 85K4611 1188.00 extension rod, six AA batteries and carrying case. Order AC-to-DC 
Without Cross Test Vial adapters separately below. 
98-4 4* 85K7289 147.00 
> CONTINUED > > CONTINUED > 
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MECHANICAL TEST EQUIPMENT 


DIGITAL FORCE GAUGES (CONT.) 


Force Price Each 
Mfg. PartNo. | Capacity | Resolution | Height | Width | Depth | Stock No. 1+ 
Digital Force Gauge 
475040 Skgf 1g 227mm | 83mm | 39mm 27K9924 440.99 
High-Capacity Digital Force Gauge 
475044 44lbf 0.01kg 227mm | 83mm | 39mm | 27K9926 539.00 
Price Each 
Mfg. Part No. Description Stock No. i+ 
153117 120VAC Adapter 27K9561 35.99 
PIM_85529 
THICKNESS GAUGES 


Mitutoyo 


Thickness gauges are available with either straight or tapered leaves. 
No. of Measuring Price Each 
Mfg. Part No. Blades Range Stock No. 1+ 

950-255 13 0.0015 “ to 0.2 * 82K5515 = 
950-252 26 0.0015 * to 0.025 “ 82K5512 = 
950-251 26 0.002 “ to 0.035 “ 82K5511 2s 

PIM_88480 

WIRE GAUGES 


Mitutoyo 


Designed for checking wire and plate thickness. 
American Std. is used to gauge non-ferrous wire and sheet. U.S. Std. is used to gauge sheet steel. 
No. of Price Each 
Mfg. Part No. Gauges Stock No. 1+ 
American Std. Wire Gauge #0-36 
950-202 36 82K5487 44.40 
U.S. Std. Wire Gauge #0-36 
950-203 36 82K5488 35.26 


PIM_88474 


UT5000 INTRINSICALLY SAFE THICKNESS GAUGE Cor) S mad 
SS 
INSTRUMENTS 


SAFER | FASTER | BETTER 


Features: 

@ ATEX and IECEx Certified for Zone 1 IIC T4 
hazardous vapour areas 

@ ATEX and IECEx Certified for ibD IIIB T200°C Db 
hazardous dust areas 

@ EchoEcho technology measure thicknesses 
through painted surfaces 

@ With Corrosion Mode, continuous real time 
measurements are logged with Min-Max- Average 
thickness readings 

@ MultiECHO technology brackets four echoes 
before providing a reading, reducing intermittent 
readings caused by irregular echoes 

@ Drop-down menus to select the correct material 
velocity 

@ Features CorDEX CONNECT 

@ Full Colour, Backlit Screen 

Available Accessories: 


@ XP-560 - CorDEX couplant is designed for use with 
the UT5000 on all types of metallic surface and is 
especially suited to solving the problems of rough, 
pitted, uneven surfaces to allow smooth probe 
movement during testing. NOTE - This product 
will have a flash point of 160°C when used for long 
periods at elevated temperatures. 

XP-570 - The CorDEX Instruments twin crystal 
compression wave transducer is suitable for use on 
corroded and pitted surfaces, thickness measure- 
ment testing with a very low cross-talk. 

XP-590 - CorDEX Refresh Kit design for the 
UT5000, is a kit designed to help refresh worn and 
used parts of your UT5000 from wear and tear. 
NOTE - Battery cover must be in place whilst using 
the UT5000 in hazardous area. Contents - Shock 
resistant skin, 2x wrist strap, battery cover, stand. 


> CONTINUED > 
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UT5000 INTRINSICALLY SAFE THICKNESS GAUGE (CONT.) 

CorDEX Instruments UT5000 Intrinsically Safe thickness gauge with CorDEX CONNECT™ measures metal 
thickness for Non-Destructive Testing (NDT) and Predictive Maintenance (Pdm) on pipelines and fixed 
equipment within hazardous locations. UT5000 is a next generation thickness gauge packed with proven 
technologies: CorDEX CONNECT™ uses RFID + Software to tag measurements with their location then 
organises the data, giving the engineer a view of the pipeline at any specific location; the unique corrosion mode 
feature helps identify spots of thinning; whilst MultiECHO™ technology helps to improve accuracy on uneven 
surfaces. Also incorporating Echo-Echo functionality, the UT5000 is able to take thickness readings through 
protective paints without having to remove the coating. Designed for rugged environments, the shock resistant 
skin protects a 3.1 inch (8cm) colour screen and has easy-to-feel raised buttons. The intrinsically safe dual- 
element, 4MHz transducer is adjustable up to 8Hz with accuracy of +/- 0.05mm (0.01inch). 


Price Each 
Mfg. Part No. Description Stock No. [a ateiaal 
@ XP-560 Ultrasonic Couplant Gel 53W3085 as 
@ XP-570 Dual Element Transducer 53W3086 = 
@ XP-590 Refresh Kit 53W3087 = 
PIM_209147 


LBK WEIGHING SCALES 


@ Rechargeable battery or AC adapter operation (adapter 
included) 

® Stainless steel pan 

© 5 weighing units 

© Pre-set tare 

e 

e 


BI=ADAM 


Auto power off 

Overload alarm 
@ Adjustable level feet 
Compact LBK scales offer quick and easy weighing. 
Simple to use with only 5 keys, which are color coded to 
highlight the most used keys for faster operation. 


Load Price Each 
Weight 
Mfg. Part No. Max Resolution Stock No. the 
LBK6A 6lb 0.59 08R4535 = 
LBK12A 12Ib 1g 08R4533 = 
LBK25A 251b 29 08R4534 a 
LBK65A 65Ib 5g 08R4536 = 


PIM_147876 


CBC BENCH COUNTING SCALES 


Non-slip adjustable feet 

Large backlit LCD displays 

Overload protection 

Easy to use keypad 

Rechargeable battery with up to 90 hours operation 
Preset tare function 

Large stainless steel pan 

Memory accumulation 

Durable CBC scales offer speed and simplicity for 


Bea ADAM 


counting applications. With three displays to show 

weight, unit weight and number of parts simultaneously 

its analysis is quick and complete. CBC scales provide 

reliable performance. 

Load Price Each 
Weight 
Mfg. Part No. Max Resolution Stock No. 1+ 

CBC 8A 8lb 0.19 08R4487 = 
CBC 16A 16lb 0.2g 08R4484 = 
CBC 35A 35lb 0.0005kg 08R4485 Ee 
CBC 70A 70Ib 0.001kg 08R4486 = 
CBC100A 100lb 0.002kg 08R4488 = 


PIM_147882 


CORE™ COMPACT PORTABLE BALANCE ° 
EH] ADAM 


© Stainless steel pan @ Auto power off to save battery life 

@ Three-point ShockProtect™ overload protection @ Low-battery indicator 

© Built in security slot for Kensington™ type lock @ Large backlit display is clear and quick to read 

@ Dual tare keys, color-coded for easy recognition @ Removable draft shield on 4.7” / 120mm @ pans 

© Battery powered with 6 x AA batteries or AC ® Stacking storage (CQT202, 251, 601 and 1501 
adapter models) 


> CONTINUED > 
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CORE™ COMPACT PORTABLE BALANCE (CONT.) 


Core series durable ABS housing is designed to withstand field and laboratory environments, while being easy 


to clean and protected from accidental spills. 


Load Price Each 
Weight 
Mfg. Part No. Max Resolution Stock No. 1+ 
CQT1501 1.5kg 0.19 08R4518 345.00 
CQT2000 2kg 1g 08R4519 150.00 
CQT2601 2.6kg 0.19 08R4522 390.00 
CQT5000 5kg ig 08R4523 150.14 
CQT251 250g 0.19 08R4521 205.00 
PIM_147879 
LASER DISTANCE METERS . 
Features: EXTECH 


@ Historical Storage recalls the 
previous 20 records (measurements 
or calculated results) 

@ Automatically calculates Area and 
Volume 

@ Indirect measurement using 
Pythagorean theorem 

© Continuous measurement function 
with Min/Max distance tracking 
updates every 5 seconds 

@ Addition/Subtraction, Front or rear 
edge reference 

© Low battery indicator, Auto 


A FLIR COMPANY 


EXTECH 


power off 
© Complete with carrying case and 2 
AAA batteries 
DT300 
Measuring Price Each 
Range 
Mfg. Part No. Max Stock No. the 
DT200 35m 04X5327 Bes 
DT300 50m 84R3675 = 
PIM_202223 


FLUKE 424D, 419D AND 414D LASER DISTANCE METERS 


414D 


All models offer: 

Reduction of estimation errors 

Instant measurement with one-button operation 
Easy targeting with bright laser 

Quick calculation of area (square footage) and 
volume 
@ Easy addition and subtraction of measurements 
© Minimum/maximum function 

@ Improved battery life from automatic shut-off 
feature 
@ Pythagoras calculation for determining distance 
indirectly from two other measurements 

@ Pouch with Fluke logo 

@ Three-year warranty 

424D and 419D additionally offers: 

© Improved visibility with backlit screen 

© Ability to measure up to 80m (260ft) for 419D, 
100m (330ft) for 424D 

© Tripod mode allows you to mount to a tripod for 


424D 


measuring long distances 

© Stake out function 

@ Enhanced Pythagoras calculation for determining 
distance indirectly from three other measurements 

© Audible keypad feedback 

© Storage of the last twenty measurements for quick 
recall of distance 

® Strong environmental protection with IP54 (water 
spray and dust proof) sealing 

424D additionally offers: 

@ Inclination sensor for taking measurements in hard 
to reach areas 

© Compass provides a “heading” for distance 
measurement 

@ Automated endpiece correction: when measuring 
from an edge or corner, a built-in sensor detects 
the position of this bracket and automatically 
changes the reference point 


The compact and handy Fluke laser distance meters were designed for indoor and limited outdoor applications. 
All three models are simple to operate, with the Fluke durability and quality you expect. And, with specific 


function buttons, different tasks can be completed quickly and easily. The extra bright laser is clearly visible so 
you can always see your targeting point even if the target object is in a hard-to-reach spot, or a long distance 
away. These units have a large LCD screen and buttons positioned for one-handed measurements. 
Measuring Price Each 
Range 
Mfg. Part No. Max Color Stock No. “he 
FLUKE-414D 50m Yellow 05W4600 ees 
FLUKE-419D 80m Yellow 05W4601 299.99 
FLUKE-424D 100m Yellow 05W4602 549.99 
PIM_133292 
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MECHANICAL TEST EQUIPMENT 


CALES & BALANCES 


FLUKE VIBRATION METER/ TESTER 


FLUKE-805 FC 


Fluke 805 FC Vibration Meter Features: 

@ Innovative sensor design minimizes measurement 

variations caused by device angle or contact 

pressure 

© Consistent data quality at both low and high 

Tequency ranges 

© Four-level severity scale assesses urgency of 

problems for overall vibration and bearing condition 

© Exportable data via USB 

@ Trending in Microsoft® Excel using built-in 

lemplates 

© Overall vibration measurement (10 Hz to 1,000 Hz) 

for acceleration, velocity and displacement units of 
measurement for a wide variety of machines 

© Crest Factor+ technology provides reliable bearing 
assessment using direct sensor tip measurements 
between 4,000 Hz and 20,000 Hz 

© Colored lighting system (green, red) and on-screen 
comments indicate how much pressure needs to 
be applied to take measurements 

© Temperature measurement with Spot IR Sensor 
increases diagnostic capabilities 

® On-board memory holds and saves up to 3,500 


FLUKE » 


FLUKE-810 


measurements 

@ Audio output for listening to bearing tones directly 

@ External accelerometer support for hard to reach 
locations 

@ Flashlight for viewing measurement locations in 
dark areas 

@ Large screen with high resolution for easy naviga- 
tion and viewing 

Fluke 810 Vibration Tester Features: 

© On-board identification and location of the most 
common mechanical faults (bearings, misalign- 
ment, unbalance, looseness) 

@ Fault severity scale with four severity levels 

@ Repair recommendations advise technicians on 

corrective action 

On-board context sensitive help 

2 GB expandable on-board memory 

Self-test function 

Laser tachometer for accurate machine running 

speed 

© Tri-axial accelerometer 

© Viewer PC Software 


Make go or no-go maintenance decisions with confidence. The Fluke 805 Vibration Meter is the most reliable 
vibration screening device available for frontline mechanical troubleshooting teams that need repeatable, 
severity-scaled readings of overall vibration and bearing condition. Now compatible with Fluke Connect™ 


Mobile App. Fluke 810 Vibration Tester is the most advanced troubleshooting tool for mechanical maintenance 
teams who need an answer now. The unique diagnostic technology helps you quickly identify and prioritize 
mechanical problems, putting the expertise of a vibration analyst in your hands. 
Price Each 
Mfg. Part No. Accuracy Stock No. 1+ 
FLUKE-810 0.05% 72R7097 12975.99 
FLUKE-805 FC 5% 47X3304 2670.99 
Fluke 810 Vibration Tester & Full Training Book 
FLUKE-810/+TRNG 0.05% 12AC4527 13163.99 
Accessory 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1+ 
FLUKE-810/TRAINING | Vibration Tester Training Program, 240 | FLUKE-810 | 12AC4528 — 
Page Full Color Book 
PIM_203703 
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HAMMOND Find thousands of enclosures in-stock 
MANUFACTURING. from Hammond. 


5 _ element 


SECTION INDEX 
Enclosures & Thermal Management 


Enclosures, Boxes, Racks & Thermal Mgt. 


NEMAVENCIOSUTCSssesensct centre eae scnvere- ore onrarer ren 1444-1473 
Pushbutton Enclosures ..... 1473-1475 


Heat Sinks & Thermal Management 


HeateSInkSi— PG: BOC mewarecsre arses en re neers 
Heat Sinks = Relay... :c.:scsscssccrercesereres 


Metal Enclosures.............. 1475-1484 | Cold Plates................. 

Non-Metallic Enclosures... 1484-1494 | Heat Pipes.................. 

Cabinets & Racks............. WARY || [RETO ETIG ke conneces-concnccs-cocoseseeocendossentaces 
ACCOSSONIOS errr ee 1522 | Thermal Interface Material 


Environmental Management TihenmaliGompPOumS perenne eee eee 


Fans, Blowers & Impellers 


PAGE|] (ire eprecrencoceis cer aerate eran oa te Pes eerCR PANO TESTE 1533-1550 
Blowers & Impellers 1550-1552 
FallhACCESSONGSterncsescecrrttesceresstsetrerenens starters rere tee reer 1553-1558 


in 
we 


ti 


To search by manufacturer, see our detailed Manufacturer Index on page 1768. 
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Control — The products you need to maintain control... 


Controllers — PLC 


Controllers — Process 


| eeeeeescee Over 600 products 
= From 11 top 
brands including: including: 
Eaton IDEC 
Opto 22 Newport 
Omron Omron 
bas pereeres Schneider Electric Panasonic 


Over 200 products 
From 17 top brands 
including: 

IDEC 

Omron 

Red Lion 

Schneider Electric 


Relays — Contactors, Electromechanical, Solid State & Time Delay 


Over 8,500 products 
From 17 top brands 
including: 

Crydom 

Eaton 

Omron 

Schneider Electric 
TE Connectivity 


Over 1,900 products 
From 28 top brands 
including: 

Eaton 

Omron 

Schneider Electric 


; Over 3,600 products 


From more than 18 top 
brands including: 


\ ‘ Bud 
Hammond 
ul Hoffman 


Over 1,400 products 
From 29 top brands 


dsirecuresme se 


Poe ee es ee 
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1442 The Broadest Selection of Electronics Products & Solutions 


Wire and Cable 


| From more than 20 top 
\ brands including: 
\ Alpha Over 1,500 products 


Belden SoReeiciidine: 
Panduit ) Banner 
3M IDEC 
Omron 
Circuit Breakers Us 
Over 2,600 
products 
From 15 top 
brands including: 
ABB 
Airpax 
Eaton Switches — Rocker, Selector & Toggle 
Schneider 
Electric Over 6,000 products 
From 39 top brands 
including: 
Eaton 
Honeywell 
Omron 
Schneider Electric 


Switches — Pushbutton 


Over 3,800 products 
From 48 top brands 
including: 

EAO 

Eaton 

IDEC 


Schneider Electric 


Switches — Emergency Stop 


Over 520 products 
From 21 top brands 
including: 

EAO 

IDEC 


Schneider Electric 


Over 6,000 products 


From more than 30 top 
brands including: 


IDEC 

Omron 

Sola HD 
TDK Lambda 
XP Power 


Visit newark.com/industrial-automation-control to learn more! 1443 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


NEMA ENCLOSURES 


new UL, IEC WATERTIGHT PLASTIC BOXES 


@ Indicates RoHS Compliant 


Panels (CONT.) 


4] Find Datasheets Online 


© Gasketed enclosures meet NEMA 1, 2, 4, 4X, 12, .. BIB Price Each 
13, IEC 529, IP65 and UL-508-4X specifications i . a 
@ May be used in wet, dirty, and corrosive Bud Industries, Inc. Mfg. Part No. Height Width Stock No. 1-9+ 
environments Sapir Grey 
© ABS/PC blended plastic with UL94-5VB Geptinpian @ NBX-10975-PL 2.56 3.56 “ 10R2341 4.22 
flammability rating Available = 256 155" 102342 
© Suggested service temp. range: -40°C to +70°C @ NBX-10976-PL 2 z 1.33 
© Stainless steel hinges with locking draw latch ‘ a @ NBX-10977-PL 2.56 “ 6.5“ 10R2343 1.84 
© Optional clear doors are polycarbonate with @ NBX-10978-PL 2.56 “ 9.25“ 40R2344 2.24 
UL94V-0 rating = 5 7 - 
© Modifications available and accessories @ NBX-10984-PL 49 49 10R2349 2.86 
separately; go online or call @ NBX-10979-PL §:37 * 9.25 “ 10R2345 5.56 
Indoor Version @ NBX-10985-PL 6.3" 9.9“ 10R2350 8.16 
Price Each @ NBX-10980-PL 6.7“ 10.5“ 10R2346 - 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ @ NBX-10981-PL 10.4“ 14.3“ 10R2347 19.18 
ABS, Polycarbonate, Clear Door @ NBX-10987-PL 10.4“ 14.3“ 10R2352 19.18 
@ NBA-10162 11.8” 7.85" 5.97" Grey 83F6449 89.00 @ NBX-10988-PL 10.4“ 14.3“ 10R2353 17.54 
@ NBA-10164 11.8” 7.85" 7.09" Grey 83F6450 105.37 @ NBX-10986-PL 11.5" 11.5° 10R2351 17.24 
@ NBA-10168 15.75" 11.8" 7.09" Grey 83F6451 148.10 @ NBX-10990-PL 13.1“ 17.6“ 10R2354 = 
@ NBA-10172 19.68” 15.75” 7.87" Grey 83F6452 206.14 @ NBX-10982-PL 14.3“ 18.2“ 10R2348 36.11 
@ NBA-10176 23.61” 15.75” 9.06” Grey 83F6453 219.85 PIM_5512157 
ABS, Polycarbonate, Solid Door 
@ NBA-10142 “ey | 785" | 597" | Grey | 836444 | 79.05 NEMA, UL, IEC WATERTIGHT PLASTIC BOXES 
@ NBA-10144 11.8" 7.85" 7.09" Grey 83F6445 93.59 © Gasketed enclosures meet NEMA 1, 2, 4, 4X, 12, 13 IEC 529, IP65 and UL-508-4X 
@ NBA-10148 15.75" 11.8” 7.09” Grey 83F6446 137.80 specifications 
a 7 ” ® May be used in wet, dirty, and corrosive environments Bud Industries, Inc. 
@ NBA-10152 a ie care Grey 83F6447 205.22 © Phillips drive non-metallic fasteners a 
@ NBA-10156 23.61 15.75 9.06 Grey 83F6448 245.51 © Indoor versions are ABS/PC blended plastic with Gee tinsian 
PIM 82489 UL94-5VB flammability rating Available 
7 © Outdoor versions are PC/PBT blended plastic (iP) 
with UL94-5VA flammability rating and UV 65 
Sepire stabilized 
NEMA, UL, IEC WATERTIGHT PLASTIC BOXES Gepiiniant © Optional clear doors are polycarbonate with M),. 
Available UL94V-0 flammability rating 


environments 


UL94-5VB flammability rating 


NEMA 1, 2, 4, 4X, 12, 13 IEC 529-IP66 
May be used in wet, dirty, and corrosive 


Non-metallic hinges with snap-action latches 
Stainless steel wall mounting brackets 

Finish, light gray body and door 
Indoor versions are ABS/PC blended plastic with 


Bud Industries, Inc, 


(P66 
Wx 


© Outdoor versions are PC/PBT blended plastic with 


UL94-5VA flammabi 


ity rating and UV stabilized 


@ Economy versions are ABS plastic with UL94-HB 


flammability rating 


© Optional clear doors are polycarbonate plastic with 


UL94V-0 flammabili 


rating and UV stabilized 


© Modifications available order panels and additional 


accessories separa! 


tely; go online or call 


Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 

ABS, Solid Door 

@ NBB-22240 5.9” 5.9” 3.57" Grey 97H2156 21.01 
@ NBB-22241 10.73” 6.79" 4.33" Grey 97H2157 37.94 
@ NBB-22243 11.28” TAT’ 5.5” Grey 4331452 50.69 
@ NBB-22245 13” 13" 7.04” Grey 97H2158 61.40 
@ NBB-22251 14.52" 10.55” 5.9" Grey 97H2160 63.24 
@ NBB-22247 15.68" 11.73" 6.3” Grey 97H2159 64.77 
@ NBB-22253 19.17” 14.64” 7.85" Grey 97H2161 109.24 


ABS, UL508-4X Indoor Version, Solid Door 


@ NBB-10240 59" 5.9" 3.57" Grey 83F6454 28.15 
@ NBB-10241 10.73" 6.79" 4.33" Grey 97H2148 70.13 
@ NBB-10243 11.28” TAT" 5.5” Grey 83F6455 61.20 
@ NBB-10245 13" 13” 7.04” Grey 83F6456 84.66 
@ NBB-10247 15.68” 11.73" 6.3” Grey 83F6457 72.47 
@ NBB-10253 19.17” 14.64" 7.85" Grey 83F6458 138.82 
ABS, UL508-4X Indoor Version Clear Door 

@ NBB-10260 5.9” 5.9” 3.57" Grey 83F6460 18.84 


© Modifications availa 


ble and accessories sepa- 
rately; go online or call 


Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 

ABS, Polycarbonate, Indoor Version, Clear Door 

@ NBD-10462 11.02” 7.48” 5.03” Grey 83F6472 62.22 
@ NBD-10469 13.42” 11.05” 5.11? Grey 83F6474 88.54 
@ NBD-10472 14.96" 11.02” 7.01" Grey 83F6475 118.63 
@ NBD-10465 15" 7.53” T Grey 83F6473 97.31 
@ NBD-10476 22.08” 14.97" 7.04” Grey 83F6476 200.94 
ABS, Polycarbonate, Indoor Version, Solid Door 


@ NBD-10442 11.02” 7.48” 5.03” Grey 83F6467 62.22 
@ NBD-10449 13.42" 11.05” 5.11" Grey 83F6469 89.35 
@ NBD-10452 14.96” 11.02” 7.01” Grey 83F6470 118.63 
@ NBD-10445 15” 7.53” 7’ Grey 83F6468 93.43 
@ NBD-10456 22.08" 14.97" 7.04" Grey 83F6471 202.06 
PBT, Polycarbonate, Outdoor Version, Solid Door 

@ NBD-15442 11.02" 7.48" 5.03" Grey 95B0364 66.05 
@ NBD-15449 13.42” 11.05” 5.11” Grey 95B0368 100.98 
@ NBD-15452 14.96” 11.02” 7.01” Grey 95B0369 128.62 
@ NBD-15445 15° 7.53" in Grey 95B0367 100.57 
@ NBD-15456 22.08” 14.97" 7.04” Grey 95B0374 232.56 
PIM_82492 


hl UL, IEC WATERTIGHT PLASTIC BOXES 
© Gasketed enclosures meet NEMA 1, 2, 4, 4X, 12, 13 
IEC 529, IP65 and UL-508-4X specifications 


@ May be used in wet, dirty, and corrosive environments 
@ ABS/PC blended plastic with UL94-5VB flammability 


rating 


© Suggested service temperature -40°C to +70°C. 
@ Non-metallic hinges with snap-action latches; swing- 


Bud Industries, Inc, 


RoHS — 
Compliant 
Available 


a NEE Tee ole ans ad ei tla) a e ela doors are polycarbonate with UL94V-0 
@ NBB-10263 11.28" 7am 5.5" Grey 83F6461 66.91 e Modifcations available a ie separately; go x 
@ NBB-10265 13” 13" 7.04” Grey 83F6462 92.21 online or call 
@ NBB-10271 14.52” 10.55” 5.9” Grey 97H2151 re wad 
@ NBB-10267 15.68” 11.73" 6.3" Grey 83F6463 93.02 
@ NBB-10273 19.17” 14.64” 7.85" Grey 83F6464 151.47 Price Each 
PBT, Polycarbonate, UL508-4X Outdoor Version, Solid Door Mfg. Part No. Height Width Depth | Color Stock No. 1-4+ 
@ NBB-15240 3.57” 5.9” 5.9” Grey 95B0333 22.24 ABS, Clear Door 
@ NBB-15243 11.28” 747" 5.5” Grey 95B0343 64.77 @ NBE-10563 11.28” TAT’ 5.5” Grey 83F6481 95.98 
@ NBB-15245 13" 13" 7.04” Grey 95B0346 96.39 @ NBE-10567 15.68" 11.73" 6.3" Grey 83F6482 125.72 
@ NBB-15247 15.68" 11.73" 6.3" Grey 95B0348 91.60 @ NBE-10573 19.17" 14.64" 7.85" Grey 83F6483 190.18 
@ NBB-15253 19.17" 14.64” 7.85" Grey 95B0355 158.10 ABS, Solid Door 
PIM_82490 @ NBE-10543 11.28” TAT’ 5.5” Grey 83F6477 95.98 
@ NBE-10547 15.68" 11.73" 6.3" | Grey 83F6478 119.65 
Panels PIM_82493 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NEMA ENCLOSURES 


NEMA, UL, IEC PLASTIC BOX ACCESSORIES 
Spare Screws Compatibility: 
© NBX-10950/10951 - All internal use except 


UL/ NEMA/ IEC WATERTIGHT PLASTIC BOXES (CONT.) 
@ IP66 of IEC 529 and NEMA 1, 2, 4, 4X, 12, and 13 rating 
specifications @ PC/PBT blended plastic enclosures molded out 


for NBB-10240, 10260, 15240, 22240, 10241, Bud Industries, inc. ® Style A has two or three plastic latches of light gray material with UL94-5VA flammability 
10261, 22241 > RoHS ® Style B has two plastic latches and one stainless rating and UV stabilized 
@ NBX-10952 - All internal use w/o inserts ' Gepiinpian steel padlockable latch © Clear doors molded out of polycarbonate material 
© NBX-10953/10954 - All external use except for Available @ ABS plastic enclosures molded out of light gray with UL94-V0 flammability rating 
NBB-10240, 10260, 15240, 22240 material with UL94-HB flammability rating © Includes stainless steel wall mounting brackets 
16 gauge galvanized steel panels that attach to the . e ABS/PC blended plastic enclosures molded out and hardware 
mounting bosses of the cabinet and are used to oad of light gray material with UL94-5VA flammability 
mount equipment without drilling through enclosure Price Each 
and damaging NEMA rating. Mfg. Part No. Height | Width | Depth | Color | Stock No. 14+ 
For Use EicelEech ABS, Solid Door 
Mfg. Part No. Description With Stock No. 1-1-9+ NBF-32008 275° 3.93" 10.63" Grey 73R7987 15.35 
@ NBX-10911 Air & Moisture Vent Cabinet Racks 83F5544 4.08 NBF-32002 2.75" 3.93” 5.11" Grey 73R7984 10.40 
@ NBX-10924 Wall Mount Braket Kit UL/NEMA/IEC Plastic Boxes 83F5548 8.06 NBF-32004 275" 3.93" 59° Grey 73R7985 11.68 
PINES NBF-32006 2.75" 3.93" 7.87" Grey 73R7986 14.33 
NBF-32010 3.54” 5.9” 5.9” Grey 73R7988 13.06 
Locking Hasp Kit NBF-32012 3.93” 5.9” 7.87" Grey 73R7989 17.44 
Used in combination with customer supplied padlock to secure enclosures against entry. Kit comes complate NBF-32016 541" 787" 1.81" Grey 73R7991 24.43 
with hasp, gasket and all mounting hardware. 
- NBF-32014 5.9" 7.08" 7.08" Grey 73R7990 26.57 
eee NBF-32022 59" 9.84" 13.78" Grey 73R7994 38.76 
Mig. Part No. Description Stock No. [ae | NBF-32018 6.29" 7.87" 11.81" Grey 73R7992 28.51 
@ NBX-10915 LockingHaspKit 83F5545 18.97 NBF-32026 8.29" 11.81" 15.74" Grey 73R7996 43.61 
Pin 5512089 NBF-32028 6.29" 13.78" It" Grey 73R7997 78.08 
NBF-32032 6.29” 15.74” 19.68” Grey 73R7999 69.77 
Mounting Brackets NBF-32034 Lr foe Bee Grey 73R8000 82.21 
Mfg. part no. NBX-10970 consists of two hinged plastic brackets, two standard plastic brackets, and all NBF-32038 7.87 16.92 20.86 Grey 73R8002 133.62 
necessary mounting hardware. NBF-32042 9.84" 19.68” 23.62" Grey 73R8004 256.89 
Price per NBF-32046 9.84” 19.68” 27.55" Grey 73R8006 279.12 
Pkg. ABS, Polycarbonate, Indoor Version, Clear Door 
Mfg. Part No. Height Width Stock No. 1-5+ @ NBF-32208 2.75" 3.93” 10.63” Grey 73R8033 24.38 
NBX-10970 ee 90R9623 4.49 @ NBF-32202 2.75" 3,93” 5.11” Grey 73R8030 15.40 
@ NBX-10920 42.6mm 18mm 83F5546 1.18 @ NBF-32204 2:15" 3.93” 5.9” Grey 73R8031 20.35 
@ NBX-10922 48mm 22mm 83F5547 9.18 @ NBF-32206 2.75" 3.93" 7.87" Grey 73R8032 22.85 
Wall Mount Braket Kit @ NBF-32210 3.54" 5.9" 5.9” Grey 73R8034 23.15 
@ NBX-10924 7mm 25mm 83F5548 8.06 @ NBF-32218 6.29" 7.87" 11.81" Grey 73R8038 48.40 
PIM_8470302 @ NBF-32226 6.29" 11.81" 15.74" Grey 73R8042 86.55 
@ NBF-32232 6.29" 15.74” 19.68” Grey 73R8045 125.10 
Panels @ NBF-32238 7.87" 16.92” 20.86” Grey 73R8048 242.05 
Price Each @ NBF-32242 9.84” 19.68" 23.62” Grey 73R8050 331.30 
Mfg. Part No. Height Width Stock No. 1-4+ @ NBF-32246 9.84” 19.68” 27.55" Grey 73R8052 371.03 
Unfinished ABS, Polycarbonate, Indoor Version, Solid Door 
@ NBX-10984 4.9" 4.88 “ 83F5563 5.41 NBF-32108 2.75" 3.93” 10.63” Grey 73R8010 24.38 
@ NBX-10988 9.06 “ 12.99 “ 56J7476 22.03 NBF-32102 2.75" 3.93” 5.11” Grey 73R8007 15.40 
@ NBX-10985 9.9" 6.38 “ 83F5564 12.24 NBF-32104 2.75” 3.93” 5.9” Grey 73R8008 20.35 
@ NBX-10980 10.5“ 6.74 “ 83F5559 9.79 NBF-32106 2.75" 3.93” 7.87" Grey 73R8009 22.85 
@ NBX-10986 11.5" 11.46 “ 83F5565 14.79 NBF-32110 3.54” 5.9” 5.9” Grey 73R8011 23.15 
@ NBX-10996 12.3" 10“ 83F5572 17.44 NBF-32118 6.29” 7.87" 11.81” Grey 73R8015 48.40 
@ NBX-10999 13.6“ 20.9 “ 83F5574 5226) NBF-32126 6.29” 11.81” 15.74" Grey 73R8019 86.55 
@ NBX-10997 13.8" 10“ 83F5573 28.46 NBF-32132 6.29" 15.74” 19.68” Grey 73R8022 125.10 
@ NBX-10994 13:9" 6.38 “ 83F5571 20.45 @ NBF-32138 7.87" 16.92” 20.86” Grey 73R8025 242.05 
@ NBX-10987 14.3° 10.43 “ 83F5566 18.87 @ NBF-32142 9.84” 19.68” 23.62" Grey 73R8027 331.30 
@ NBX-10981 14.3" 10.44 * 83F5560 18.87 @ NBF-32146 9.84” 19.68” 27.55" Grey 73R8029 371.03 
@ NBX-10990 17.6“ 12.8" 83F5567 24.17 PBT, Polycarbonate, Outdoor Version, Clear Door 
@ NBX-10982 18.2* 14.28“ 83F5561 27.44 @ NBF-32402 5.11” 3.93" 2.75" Grey 73R8076 17.29 
@ NBX-10983 22.1“ 13.9 “ 83F5562 34.48 @ NBF-32404 5.9” 3.93” 2.15" Grey 73R8077 24.89 
@ NBX-10991 26.8 * 18.9“ 83F5568 BBL) @ NBF-32410 5.9” 5.9” 3.54” Grey 73R8080 25.70 
@ NBX-10992 28.4 “ 20.5 “ 83F5569 51.51 @ NBF-32414 7.08" 7.08" 5.9” Grey 73R8082 48.45 
PIM_5470328 @ NBF-32406 7.87" 3.93” 2.75" Grey 73R8078 8.28 
@ NBF-32412 7.87" 5.9" 3.93” Grey 73R8081 43.22 
UL/ NEMA/ IEC WATERTIGHT PLASTIC BOXES SS NBF=32408 use 288 zi Grey EE) 28.10 
= @ NBF-32418 11.81” 7.87" 6.29" Grey 73R8084 66.25 
Bil B @ NBF-32422 13.78" 9.84" 5.9” Grey 73R8086 66.96 
Bud Industies, Inc: @ NBF-32426 15.74” 11.81” 6.29" Grey 73R8088 99.40 
Geeeinpian @ NBF-32432 19.68” 15.74” 6.29" Grey 73R8091 136.88 
Available @ NBF-32438 20.86" 16.92” 7.87" Grey 73R8094 295.14 
@ NBF-32442 23.62" 19.68” 9.84" Grey 73R8096 384.69 
@ NBF-32446 27.55" 19.68” 9.84” Grey 73R8098 427.38 
&y 66 PBT, Polycarbonate, Outdoor Version, Solid Door 
C7 @ NBF-32302 5.11” 3.93" 2.75" Grey 73R8053 17.29 
Caen Said Boot @ NBF-32304 5.9" 3.93" 275" Grey 73R8054 24.89 
@ NBF-32310 5.9” 5.9” 3.54” Grey 73R8057 25.70 
@ NBF-32314 7.08” 7.08" 5.9" Grey 73R8059 48.45 
@ NBF-32306 7.87" 3.93” 275° Grey 73R8055 26.21 
@ NBF-32312 7.87” 5.9” 3.93” Grey 73R8058 43.61 
@ NBF-32308 10.63” 3.93” 218° Grey 73R8056 28.10 
@ NBF-32318 11.81” 7.87" 6.29" Grey 73R8061 66.25 
> CONTINUED > > CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. @ Indicates ROHS Compliant | Find Datasheets Online 


NEMA ENCLOSURES 


UL / NEMA/ IEC WATERTIGHT PLASTIC BOXES (CONT.) NON-METALLIC WATERTIGHT BOXES (CONT.) 
Price Each Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-44 Mfg. Part No. Height Width Depth Color StockNo. | 1-4+ 
PBT, Polycarbonate, Outdoor Version, Solid Door ABS, Dark 
@ NBF-32326 15.74" 11.81" 6.29” Grey 73R8065 99.40 @ PNR-2606-DG 9.45” 4.72" 3.94" Grey 7705303 19.79 
@ NBF-32328 17.71" 13.78" 6.29” Grey 73R8066 129.54 @ PN-1341-DG 9.45” 6.3" 4.72" Grey 99B1499 29.89 
@ NBF-32332 19.68” 15.74" 6.29” Grey 73R8068 136.88 @ PN-1335-DG 10.43” 7.28” 3.74" Grey 91F3918 27.08 
@ NBF-32334 19.68” 15.74" 7.87" Grey 73R8069 153.46 @ PN-1343-DG 11.81" 9.06” 4.37" Grey 99B1505 51.31 
@ NBF-32338 20.86" 16.92" 7.87" Grey 73R8071 295.14 @ PN-1344-DG 14.17" 7.87" 5.91" Grey 99B1508 60.38 
@ NBF-32342 23.62" 19.68" 9.84” Grey 73R8073 384.69 Polycarbonate, Light 
@ NBF-32346 27.55" 19.68" 9.84” Grey 73R8075 427.38 @ PN-1320 2.56” 2.28" 1.38” Grey 95F960 8.06 
PIM_177530 @ PNR-2601 3.94” 3.94” 3.54" Grey 7705286 16.52 
@ PN-1321 4.53” 2.56” 1.57" Grey 95F961 11.83 
Internal Panels for NBF Series @ PN-1322 4.53” 2.56" 247" Grey 95F 962 12.75 
7 @ PN-1323 4.53” 3.54” 2.17" Grey 95F963 14.69 
pence Esch @ PN-1328 4.53" 3.54” 3.15" Grey 66F3904 17.85 
Mfg. Part No. Height Width Stock No. 1-9+ 
@ PNR-2603 4.72" 3.15” 3.35" Grey 7705292 17.03 
Grey, Plastic - - - 
NBX-32902-PL 38" 268" 4078005 143 @ PN-1337 4.72 4.72 3.54 Grey 91F3910 19.89 
NBX-32904-PL 457" 268" 4078007 143 @ PN-1332 6.3” 3.15” 217" Grey 52F6536 16.83 
NBX-32906-PL 6.52" 2.68" 4078009 2.04 oes = a | 8S |) le 
NBX-32914-PL 6.89" 6.80" 4078015 714 SENS oe 6a" | 286" | Grey STS 
NBX-32912-PL 7.32" 535" 4078013 14.48 @ PN-1339 6.3” 6.3” 3.54” Grey 91F3912 27.34 
NBX-32908-PL 9.25 * 268" 4078011 245 @ PN-1324 6.73" 4.76" 2.17" Grey 95F964 20.60 
NBX-32916-PL 10.51" 6.69" 4078016 11.02 ltl Rey 187} 72 |S | Sey 
NBX-32926-PL 14.25" 10.43" 4078018 21.52 2 is 2 ae a 
NBX-32928-PL 16.54 * 12.09 4078020 32.74 @ PN-1329 8.74" §.75” 2.95” Grey 66F3907 31.31 
NBX-32936-PL 18.22" 14.25" 4078023 40.39 SENS a4 | 472 | 2 | ey 
NBX-32032-PL 18.23" 14.25" 4078021 40.39 SENS 14s" | 726" | 374" | Grey RREAESEOS I 2 
Unfinished, Steel @ PN-1342 el 9.06” 3.39” Grey 99B1500 75.58 
NBX-32902 38" 268 4078004 2.49 @ PN-1343 11.81” 9.06” 4.37” Grey 99B1503 84.92 
NBX-32904 457° 268 4078006 556 @ PN-1344 14.17" 7.87" 5.91" Grey 99B1506 102.31 
NBX-32906 652° 268° 4078008 556 Polycarbonate, Light, Clear Cover 
NBX-32914 6.89 6.89" 4078014 10.91 @ PN-1320-C 2.56” 2.28” 4.38" Grey 95F6385 8.52 
NBX-32912 7.32" 535" 4078012 6.54 @ PN-1331-C 3.23” 3.15” 240" Grey 52F6540 12.60 
NBX-32908 9.25" 268" 4078010 9.08 @ PN-1321-C 4.53” 2.56” 1.57" Grey 95F6386 12.14 
NBX-32916 1051" 669" 3274927 15.40 eee i 
NBX-32926 14.25" 1043" 4078017 29.89 @ PN-1323-C 4.53” 3.54” 2.17" Grey 95F6388 15.20 
NBX-32928 16.54 « 12.09 * 4078019 36.11 @ PN-1337-C 4.72" 4.72” 3.54" Grey 91F3915 19.89 
NBX-32936 18.22" 14.25" 4078022 43.55 SEN TIES = i) SAE GSS TS AT 
NBX-32932 18.23" 14.25" 3275047 43.55 ae = = 230 _| Gey 
PIM 5512143 @ PN-1339-C 6.3” 6.3” 3.54” Grey 91F3917 27.34 
_ @ PN-1324-C 6.73” 4.76" 217" Grey 95F6389 21.22 
@ PN-1326-C 7.68" 3.15" 2.17" Grey 66F3902 20.60 
HONE Oe eee BOXES a @ PN-1334-C 7.87" 472" 2.95" Grey 52F6543 25.91 
e PN aries ore: fae a areot, flush top cover : @PNR-2608-C | 7.87" | 5.91" | 2.95" | Grey, |_—7705308_— | 26.93 
© PNR series boxes feature a recessed area in the top cover for labels, nameplates, Bud Industries, Inc. @ PN-1325-C 8.74" 5.75” 2.17” Grey 95F6390 27.85 
e pe ieee bodies and covers have a UL stabilized ‘ Gee tinpiat Sree Be o18 oe Grey COS 208 iS 
UL94V2 flammability rating; suggested service temper- 2 @ PN-1340-C 9.45 6.3 3.54 Grey 99B1495 32.54 
ature: 40°C to +120°C 7 => f @ PN-1341-C 9.45” 6.3” 4.72" Grey 99B1498 40.39 
oe ee : erwinsc [was [ras [an [Gey [oso [ar 
@ All have wall-mounting holes =" x. PIM_6977 
@ Cable glands available; go online or call ——————— 
© Modifications available; go online or call 
External Mounting Brackets 
External mounting brackets mount to PN Series non-metallic NEMA boxes. Allow box to be mounted to a wall 


Light Gray or panel without removing the sealed cover. 4 molded brackets attach to the bottom of the box. Includes nylon 
Price Each 6/6 attachment screws. Sold in packages of 4. 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ Price per 
ABS, Dark Pkg. 
@ PN-1331-DG 3.23” 3.15” 217° Grey 52F6545 8.87 Mfg. Part No. Height Width Stock No. 1-5+ 
@ PNR-2601-DG 3.94” 3.94” 3.54" Grey 7705288 14.79 Dark Grey 
@ PN-1321-DG 4.53” 2.56" 4.57" Grey 95F6392 8.36 @ MB-1390-DG 27mm 37mm 91F3924 214 
@ PN-1322-DG 4.53" 2.56" 2.17" Grey 95F6393 5.45 Light Grey 
@ PN-1323-DG 4.53" 3.54" 2.17" Grey 95F6394 11.22 @ MB-1390-LG 27mm 37mm 91F3923 2.14 
@ PN-1328-DG 4.53” 3.54” 3.15" Grey 66F3906 12.14 PIM_5512045 
@ PN-1336-DG 4.72" 4.72" 2.36" Grey 91F3919 13.26 
@ PN-1332-D6 6.3" at [217 | Grey | saree | 12.85 ABS PLASTIC NEMA 4X BOX W/ EXTERNAL MTG. BRACKET 
@ PN-1333-DG 6.3" 3.15" 3.36” Grey 52F6547 14.28 
@ PN-1339-DG 6.3" 6.3" 354 | Grey | 91F3922 | 20.60 i 1 
@ PN-1324-DG 6.73" 4.76" 2.17" Grey 95F6395 16.32 N eae ese mS 
@ PN-1327-DG 6.73" 4.76" 3.15” Grey 92F2520 16.12 Gee tinoint 
@ PN-1334-DG 7.87" 4.72" 2.95” Grey 52F6548 18.87 pvalialls 
@ PNR-2604-DG 7.87" 4.72" 3.54” Grey 7705297 18.77 66 
@ PNR-2608-DG 7.87" 5.91" 2.95" Grey 77€5309 18.46 ¥ 
@ PN-1325-DG 8.74" 5.75" 2.17" Grey 95F6396 22.03 SS) cata 
@ PN-1329-DG 8.74" 5:15" 2.95" Grey 66F3909 19.69 ~ Dark Gray 
@ PNR-2605-DG 9.45” 4.72" 2.36” Grey 77€5300 17.54 Light Gray 
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ABS PLASTIC NEMA 4X BOX W/ EXTERNAL MTG. BRACKET (CONT.) 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NEMA ENCLOSURES 


Internal Aluminium Panels for PN and PNR Series (CONT.) 


@ Designed to IP66 of IEC 529 and NEMA 1, 2, 4, PCB assemblies vertically Price Each 
4x, 12, and 13 specifications @ Internal bosses allow moutning of PCBs horizontal- . . _— 
© Integrally molded external mounting brackets allow —_ly (except PN-1320 and PN-1330) Mfg. Part No. Height Width Stock No. 1-4+ 
the box to be wall or panel mounted © Cover screws are M-4 stainless steel, non-mag- Unfinished 
° eailapestel baie nese tet ° Len material: silicon sponge ees le aaa sOTSUGS ake 
® Most models have internal guide slots for mounting @ PNX-91435 10.02 * 6.87 * 4078074 13.36 
Price Each @ PNX-91442 11.37“ 8.62“ 4078078 15.50 
Mfg. Part No. Height | Width Depth Color | Stock No. 1-4+ @ PNX-91444 13.65 * 7.35" 4078079 15.61 
ABS, Dark PIM_5470309 
@ PN-1330-DGMB 3.167” 1.986" 1.378" Grey 48X9623 5.71 
@ PN-1331-DGMB 4.307” 3.283” 2.166" Grey 48X9626 10.30 POLYCARBONATE WATERTIGHT NEMA ENCLOSURES 
@ PN-1323-DGMB 453" 354 | 217° | Grey | 4078044 | 10.40 @ Meets NEMA 1, 2, 4, 4X, 12, and 13, IEC52/IP65 and UL508-4x 
> ° 7 @ UL94-V2 flammability rating 
@ PN-1336-DGMB 5.868 4.766 2.362 Grey 48X9635 14.89 © Suitable for wet, dry, and/or corrosive environments Bud industries, Inc. 
@ PN-1337-DGMB 5.909" 4.807" 3.543" Grey 48X9638 15.81 © Cover sealed with silicon gasket ANS 
@ PN-1327-DGMB 6.73" 4.76" 3.15” Grey 4078053 17.03 © Transparent blue finish Geetinpian 
@ PN-1332-DGMB 7.457" 3.205" 2.165" Grey 48X9629 13.77 Suitable as PC board enclosures, junction boxes, Available 
—_ -—— —— : and other applications that require monitoring of (NEMA ) 
@ PN-1333-DGMB 7.498 3.246 3.346 Grey 48X9632 14.59 internal components without the need for removing 
@ PN-1329-DGMB 8.74" 5.75" 2.95” Grey 40T8059 21.22 the cover. Wall mounting holes and cover attaching (P) 6 
ABS. Dark screws are outside the sealing area, thus preventing 4) 
y ingress of moisture and dust. 
@ PN-1321-DGMB 4.53” 2.56” 4.58” Grey 4078038 8.77 Price Each 
” 7 ” rice Eacl 
ore _| = cal Ss anTuoss o28) Mfg. Part No. Height | Width Depth Color | Stock No. 1-44 
Polycarbonate, Clear Lid 
262" 228" 7.38" Gi 4078034 Polyearbonste 
bth la Sa a a B08 © BT.2723 453" 3.54" Ir Blue 34M1888 | 15.91 
SENSU UME a nual aakid tl oui @ BT-2724 673" 4768 2ar Blue 34mie89 | 23.26 
SIN TSS OM — _ - - - - = —- ieiey @ BT-2734 Tar 472 295" Blue 34M1892 | 26.52 
af LSE = oa ea a -—— GS @ BT-2725 874 5.15" 217 Blue 34M1890 | 30.70 
eevee ay se oF on — ees @ BT-2740 9.45" 63" 3.54" Blue 34M1893 | 37.23 
OPN 1827 OMB el isa @ 81-2742 at 9.06" 3.39" Blue samieo4 | 86.29 
@ PN-1328-CMB 4.53" 3.54" 3.15” Grey 4078055 15.81 aa 
@ PN-1336-CMB 5.868" 4.766" 2.362" Grey 48X9634 20.60 _ 
@ PN-1337-CMB 5.909” 4.807" 3.543” Grey 48X9637 22.13 
@ PN-1324-CMB 6.73" 4.76" 2.17" Grey 40T8046 22.64 Neen we ENGI (PC) reinforced with 10% fberal 
7 7 my ody made OF gray Frolycarbonate reinforced wii  Ibergiass 
@ PN-1327-CMB 6.73 4.76 3.15 Grey 4078052 24.28 © Cover made of gray Polycarbonate (PC) 
@ PN-1332-CMB 7.457" 3.205” 2.165" Grey 48X9628 19.38 @ High impact resistance Bud Industries, Inc. 
@ PN-1333-CMB 7.498" 3.246" 3.346” Grey 48X9631 19.99 @ IP-67 TUV rating to keep out dust and water in 
7 7 a = extreme conditions (67 
@ PN-1325-CMB 8.74 5.75 2.17 Grey 4078049 29.48 @ UL508 / NEMA type 4X and type 6 listed 
@ PN-1329-CMB 8.74" 5.15" 2.95” Grey 4078058 31.93 #E343339 Rots 
f oot pliant 
Polycarbonate, Light © UL industrial controls & CE Low Voltage directive Available 
: : : ; 2006/95/EC listed 
© PN-1320-MB 2.52 2.28 1.38 Grey 4078036 8.06 © UV stabilized UL94-V0 flammability rating sug- @) 
@ PN-1330-MB 3.167" 1.986" 1.378" Grey 48X9624 6.53 gested service temperature -40°C to 120°C 
@ PN-1331-MB 4.307" 3.283" 2.166" Grey 48X9627 13.77 
@ PN-1321-MB 4.53" 2.56" 1.58” Grey 4078039 6.84 Price Each 
@ PN-1322-MB 4.53” 2.56" 2.17” Grey 4078042 8.06 Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
@ PN-1323-MB 4.53" 3.54” 2.17" Grey 4078045 13.77 Polycarbonate 
@ PN-1328-MB 4.53" 3.54" 3.15” Grey 4078057 15.81 @ PIP-11760 5.12" 3.15” 1.42" Grey 48X9595 40.81 
@ PN-1336-MB 5.868" 4.766" 2.362" Grey 48X9636 20.40 @ PIP-11763 5.12” 3.15” 3.36" Grey 48X9597 15.10 
@ PN-1337-MB 5.909" 4.807" 3.543” Grey 48X9639 22.03 @ PIP-11766 5.12" 5.12’ 1.38" Grey 48X9599 13.97 
@ PN-1324-MB 6.73" 4.76" 2.17" Grey 4078048 22.64 @ PIP-11767 5.12” 5.12” 2.4" Grey 48X9601 15.81 
@ PN-1327-MB 6.73" 4.76" 3.15” Grey 4078054 24.28 @ PIP-11772 7.087" 7.087" 2.992" Grey 48X9603 26.11 
@ PN-1332-MB 7.467" 3.205” 2.165” Grey 48X9630 19.28 @ PIP-11774 7.09” 7.09” 4.92" Grey 48X9605 31.62 
@ PN-1333-MB 7.498" 3.246” 3.346” Grey 48X9633 19.89 @ PIP-11775 10.04” 7.09” 2.95" Grey 48X9607 35.70 
@ PN-1325-MB 8.74" 5.75" 2.17" Grey 4078051 29.48 @ PIP-11777 10.04" 7.09" 4.96" Grey 48X9609 39.78 
@ PN-1329-MB 8.74" 5.75" 2.95" Grey 40T8060 31.93 Polycarbonate, Clear Lid 
PIM_195474 @ PIP-11760-C 5.12” 3.15” 1.42" Grey 48X9596 10.81 
@ PIP-11763-C 5.12” 3.15” 3.36" Grey 48X9598 15.10 
Internal Aluminium Panels for PN and PNR Series © PIP-11766-C 5.12" 5.12" 1.38" Grey 48X9600 13.97 
Price Each @ PIP-11767-C 5.12" 5.12" 2.4" Grey 48X9602 15.81 
Mfg. Part No. Height iniaik eit lage SOt«C PIP AA 772-C 7.087" 7.087" | 2.992" Grey 48x9604 | 26.11 
Unfinished @ PIP-11774-C 7.09” 7.09” 4.92" Grey 48X9606 31.62 
mPNKoIA30 TE: 13° aT cs @ PIP-11775-C 10.04" 7.09 2.95 Grey 48X9608 35.70 
wPNKoTo0 ETE — UTaOG| ase @ PIP-11777-C 10.04 7.09 4.96 Grey 48X9610 39.78 
@ PNX-91431 287" 28" 4078071 6.94 ciel 
@ PNX-92600 3.58 “ 3.58 “ 40T8080 7.24 
@ PNX-91423 4.02" 3.03" 4078063 7.5 ete sas areasaieeh 
© PNX.91421 4.06" 2.09" 4078062 7.65 BEA Serine unseen cee 
@ PNX-91436 4.29" 429° 4078075 7.85 Price Each 
@ PNX-92602 437° 28" 4078081 7.24 Mfg. Part No. Height Width Stock No. 1-9+ 
@ PNX-91438 5.87 5.87 4078076 9.28 pits PIP11760; °C 
@ PNX.91432 591" 276" 4078072 7.65 @ PIX-11760 3.858 “ 1.929 “ 48X9614 2.55 
@ PNX-91424 6.26" 429° 4078064 9.28 2 Fits PIP-11766, -C 
erica AYE 28" ATSUEE aan @ PIX-11766 3.858" 3,858" 48X9616 2.86 
@ PNX-91434 74° 435° 4078073 9.18 » Fits PIP-11772, -C : : 
@ PNX-92607 752" 555" 4078084 9.28 e SuCHZ 5.827 5.827 48X9618 5.10 
@ PNX-91425 8.27" 527° 4078065 10.61 ; Fits PIP-11775,-6 : : 
@ PNX-91440 8.98 5.83" 4078077 11.83 SRUEHTTS — _ oO) 10.91 
PIM_5470312 
> CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


NEMA ENCL 


RES 


FIBERGLASS WATERTIGHT NEMA ENCLOSURES 


Screw Cover 


@ Meets NEMA 1, 2, 4, 4X, 12, and 13 ratings 


© Meets IP66 ratings 


@ Light gray finish 


Bud Industries, Inc, 


Gein 
Gee einoiat 
Available 


Ws: 


Latch Cover 
@ Meets UL508-4X requirements 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


NEMA SEALED DUAL-COMPARTMENT ENCLOSURES (CONT.) 


Enclosures are constructed of a durable and easy to machine fiberglass reinforced plastic (SMC). They are 
suitable for outdoor and indoor applications. Hinges, screws, latches and wall mounting brackets are made of 
stainless steel. Powder coated internal steel panel is also included. 


Price Each 

Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
ABS, Polycarbonate, Hinged Cover 
@ DCH-11921 6.339” 6.535" 4.764" Grey 55W6165 36.31 
@ DCH-11922 7.283” 8.386" 4.114" Grey 55W6166 50.59 
@ DCH-11923 8.543” 10.118” 5.217" Grey 55W6167 62.53 
@ DCH-11924 11.063” 11.654" 6.221" Grey 55W6168 79.46 
ABS, Polycarbonate, Screw-On Cover 
@ DCS-11900 6.339” 6.535” 3.661” Grey 55W6169 31.11 
@ DCS-11901 6.339” 6.535” 4.764" Grey 55W6170 33.46 
@ DCS-11902 7.283” 8.386" 4.114" Grey 55W6171 47.84 
@ DCS-11903 8.543” 10.118" 5.217" Grey 55W6172 58.55 
@ DCS-11904 11.063” 11.654” 6.221" Grey 55W6173 75.68 
PIM_209934 


Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 

Fibreglass, Latch Cover 

@ NFL-6630 TAS" 7.75" 4.8” Grey 09R5012 78.59 
@ NFL-6633 13.78” 11.9” 6.8” Grey 09R5013 140.25 
@ NFL-6634 15.78” 13.9” 6.8” Grey 09R5014 158.61 
Fibreglass, Screw Cover 

@ NF-6610 7.75" tis 4.8” Grey 34M2296 56.81 
@ NF-6611 9.64" 7.76" 4.8” Grey 34M2297 64.26 
@ NF-6612 11.78” 9.9” 6.8” Grey 34M2298 84.10 
@ NF-6613 13.78” 11.9” 6.8” Grey 34M2299 100.16 
@ NF-6614 15.79" 13.9" 6.8" Grey 34M2300 117.30 

PIM_90516 


TER GH, SHEET METAL BOX WITH MOUNTING BRACKET 
© NEMA 1, 2,4, 4X, 12, 13 and IP65 and UL508- 


4X ratings 


© Durable 14 gauge steel 


© Smooth continuous welded seams 
@ Hinged cover clamps to base to allow watertight 


seal 


Stainless steel screws and brackets included 
Weld nut for inner panel mounting 

Bonding studs for grounding on base and door 
14 ga. steel removable powder-coated panel 
included for easy component mounting 
Modifications available; go online or call 


Bud Industries, Inc, 


GeRiin ; 
Compliant 
Available 
Wes 


Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 

Steel 

@ SN-3700 6” 4" 7 Grey 93K7420 62.53 
@ SN-3702 6” 6” 4y Grey 93K7422 65.74 
@ SN-3701 8" 6 3.5" Grey 93K7421 75.17 
@ SN-3704 10” 8" 6” Grey 93K7424 109.96 
@ SN-3703 12’ 10” 5” Grey 93K7423 115.97 
@ SN-3705 12" 12° 6 Grey 93K7425 135.76 
@ SN-3709 16" 14° 10° Grey 93K7429 197.78 
PIM_89365 


NEMA SEALED DUAL-COMPARTMENT ENCLOSURES 


Bud Industries, Inc, 


STEEL WATERTIGHT NEMA ENCLOSURES 


Meets NEMA 1, 2, 4, 4X, 12, and 13 ratings 
Meets IP65 rating and UL508-4X requirements 
Key lock cover provided 
Bounding studs for grounding provided on base and door 
Smooth gray powder finish P 
SNB series NEMA sheet metal boxes are constructed of @ 
a continuous seam welded 16 gauge steel. Their unique 
stainless steel hinges allow for easy disassembly of cover. 
Wall mounting holes are located on the inside for security. 
A zinc plated 14 gauge steel removable inner panel is also 


Bud Industries, Inc, 


RoHS _ 
Compliant 
Available 


included. (P65 
Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 

Steel 

@ SNB-3738 7.87" 5.91" 5.91” Grey 09R5430 61.61 
@ SNB-3739 7.87" 7.87" 3.98” Grey 09R5431 58.65 
@ SNB-3741 9.84” 7.87" 3.98” Grey 09R5433 66.20 
@ SNB-3730 9.84" 7.87" 5.91" Grey 34M2382 57.39 
@ SNB-3740 9.84” 9.84” 5.91” Grey 09R5432 82.21 
@ SNB-3731 11.81" 9.84" 5.91” Grey 34M2383 78.54 
@ SNB-3732 11.81" 9.84" 7.87" Grey 34M2384 82.72 
@ SNB-3733 11.81” 11.81” 5.91” Grey 34M2385 86.50 
@ SNB-3734 11.81” 11.81” 7.87" Grey 34M2386 93.23 
@ SNB-3735 15.75” 11.81" 5.91” Grey 34M2387 102.20 
@ SNB-3736 15.75” 11.81" 7.87" Grey 34M2388 113.22 
@ SNB-3743 15.75” 13.98” 7.87" Grey 09R5435 139338 
@ SNB-3737 15.75” 15.75” 7.87" Grey 34M2389 133.93 
@ SNB 3746 20" 16" 8.31" Grey 99W2295 175.54 
@ SNB 3749 20" 20" 12.31" Grey 99W1706 310.07 
@ SNB 3751 24” 16" 8.31" Grey 99W2296 273.15 
@ SNB 3752 24” 20” 8.31" Grey 99W1711 236.95 
@ SNB 3754 24” 24" 10.31” Grey 99W1707 284.02 

PIM_90499 


NEMA STAINLESS STEEL WALL-MOUNT BOXES 


@ NEMA type 1, 2, 4, 4X, 12 and 13 and IP65 ratings 


® Continuous seam welded 304 stainless steel 


construction 


@ Hinged cover clamps to the base with keyed quarter 


turn latch for a watertight seal 


@ External mounting brackets allow mounting to a wall 


Bud Industries, Inc, 


RoHS 
Compliant 
Available 


RoHS or panel without having to remove the cover and 
Geetinoian exposing internal components to the environment 
Available © Bonding studs for grounding provided on base 
and door 


(P65 


included 


(DCH prefix) Hinged Cover 


@ Body made of high impact ABS 
© Cover made of blue tinted Polycarbonate (UL 


94-HB) 


(DCS prefix) with Screw-On Cover 


@ Both compartment sealed with durable and oil 


resistant silicone sponge gasket 


@ Built-in DIN-Rail mounting clips 
@ Easy to remove knockouts provided on bottom side @ PCB guides provided in upper compartment 

to accommodate conduit fittings or cable glands 
Sealed dual-compartment enclosures have a separate compartment for housing terminals, power supplies, 
batteries or other equipment. Boxes available in two styles: with screw-on cover (DCS prefix) or hinged cover 
(DCH prefix) designed for frequent access. 


Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
ABS, Polycarbonate 
@ DCH-11920 6.339” 6.535” 3.661” Grey 55W6164 33.76 
> CONTINUED > 


(P65 @) © Clear zinc-plated Internal panel and hardware 


Price Each 
Mfg. Part No. Height | Width | Depth Color StockNo. | 1-4+ 
Stainless Steel 
@ SNB-3738-SS 7.87" 5.91" 5.91” nfinished 73R8107 133.98 
@ SNB-3739-SS 7.87" 7.87" 3.98” finished 73R8108 132.19 
@ SNB-3741-SS 9.84" 7.87" 3.98" infinished 73R8110 157.59 
@ SNB-3730-SS 9.84" 7.87" 5.91” infinished 73R8099 182.94 
@ SNB-3740-SS 9.84" 9.84” 5.91” finished 73R8109 204.05 
@ SNB-3731-SS 11.81" 9.84” 5.91” infinished 73R8100 238.12 
@ SNB-3732-SS 11.81" 9.84" 7.87" infinished 73R8101 269.74 
@ SNB-3733-SS 11.81" 11.81" 5.91" infinished 73R8102 267.95 
@ SNB-3734-SS 11.81" 11.81” 7.87” finished 73R8103 299.52 
@ SNB-3735-SS 15.75" 11.81” 5.91 infinished 73R8104 324.00 
@ SNB-3736-SS 15.75" 11.81" 7.87" infinished 73R8105 357.20 
> CONTINUED > 
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NEMA STAINLESS STEEL WALL-MOUNT BOXES (CONT.) 


Price Each 
Mfg. Part No. Height Width Depth | Color Stock No. 1-4+ 

Stainless Steel 

@ SNB-3743-SS 15.75” 13.98" 7.87" Unfinished 73R8111 395.86 
@ SNB-3737-SS 15.75” 15.75" 7.87" Unfinished 73R8106 435.23 
@ SNB 3746 SS 20" 16” 8.31" Unfinished 99W1712 578.54 
@ SNB 3749 SS 20° 20” 12.31” Unfinished 99W1708 1055.83 
@ SNB 3751 SS 24" 16” 8.31" Unfinished 99W2297 895.22 
@ SNB 3752 SS 24” 20" 8.31" Unfinished 99W1713 1037.23 
@ SNB 3754 SS 24” 24” 10.31” Unfinished 99W1709 935.34 
PIM_177402 

NEMA 3R ENCLOSURES 


Heavy duty 16 GA galvanized steel spot welded construction 
Drip-shielded top and seam-free sides, back and front 
Easily removable concentric knockouts on bottom 

Two external wall mounting brackets in back 

Durable ASA-70 gray powder coating 

Complies with NEMA and UL-50 Type 3R rating 

UL 50 and 50E listed - File E238062 

NEMA 8R enclosures provide excellent corrosion protection 

and are well suited for a variety of outdoor applications. 
Features hinged cover with weather resistant neoprene 


Bud Industries, Inc. 


RoHS _ 
Compliant 
Available 


gasket and zinc plated and powder coated pad-lockable 

draw latch. External mounting brackets allow installation on 

vertical surfaces without the need to open the cover and 

expose internal components. Includes internal zinc plated steel panel. 

Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 

Steel 
@ N3R-5801 6" 4 4 Grey 9273388 31.72 
@ N3R-5802 6” 6” 4 Grey 9273389 39.58 
@ N3R-5803 8° 6” 4 Grey 9273390 46.00 
@ N3R-5804 8" 8" 6" Grey 9273391 62.73 
@ N3R-5805 10” 8° 6" Grey 9273392 7217 
@ N3R-5806 12” 10” 6” Grey 9273393 90.78 
@ N3R-5808 12” 12” 10” Grey 9273395 126.68 
@ N3R-5807 12" 12° 6" Grey 9273394 106.08 

PIM_203587 


NEMA SHEET METAL BOXES WITH LIFT-OFF SCREW COVER 
Meets NEMA 1, 2, 4, 4X, 12, 13 and IP65 ratings 

UL listed to UL508-4X requirements (pending) 

Continuous seam welded 16 gauge steel construction 

Wall mounting holes located inside for security 


Bonding studs for grounding provided on base and door — 


Finish is smooth gray powder coat 
Includes 14 gauge steel, zinc plated removable inner panel. 


Bud Industries, Inc. 


RoHS 
Compliant 
Available 


Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
Steel 
@ SNC-3750 9.84” 7.87" 5.91" Grey 89M4573 69.97 
@ SNC-3751 11.81" 9.84" 5.91" Grey 89M4574 75.58 
@ SNC-3753 11.81" 11.81" 5.91" Grey 89M4576 90.07 
@ SNC-3754 11.81" 11.81” 7.87" Grey 89M4577 95.78 
@ SNC-3755 15.75" 11.81” 5.91" Grey 89M4578 106.08 
@ SNC-3756 15.75" 11.81” 7.87" Grey 89M4579 117.81 
PIM_110544 
PTQ SERIES NEMA 4X BOXES 


Bud Industries, Inc. 


RoHS — 
Compliant 
Available 


Grey Clear Lid 


> CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


PTQ SERIES NEMA 4X BOXES (CONT.) 

@ Body made of grey Polycarbonate (PC) resin 10% 
glass fiber filled 

@ Hinged Cover made of grey or clear Polycarbonate 
(PC) 

@ High impact resistance 


NEMA ENCLOSURES 


2006/95/EC listed 

© Non-chlorinated & non-brominated flame retardant 
With UL-94 5VA rating 

© Suitable for outdoor use with respect to exposure 
to Ultraviolet Light, Water Exposure and Immersion 


® Stainless steel latch in accordance with UL 746C 
© |P-67 TUV rating to keep out dust and water in @ -40°C to +95°C extended exposure condition 
extreme conditions. ® Good chemical resistance 
® UL508 / NEMA type 4X and type 6 listed #E343339 @ Continuous gasket 
@ UL industrial controls & CE Low Voltage directive 
Ideal for PCB enclosures, junction boxes and other applications in the electrical and electronic industries. 
Steel version is zinc plated 16GA. Plastic version is made of Gray ABS. 
Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-5+ 
Polycarbonate 
@ PTQ-11046 3.54” 5.91” 5.91" [ Grey 46Y9713 26.52 
@ PTQ-11048 3.94” 8.6" 6.3" | Grey 46Y9715 34.07 
@ PTQ-11050 3.94” 10.24” 6.3” | Grey 46Y9717 39.27 
@ PTQ-11064 5.12” 14.96” 11.02” | Grey 46Y9723 85.12 
@ PTQ-11057 5.51” 11.35” 7.48" | Grey 46Y9719 56.51 
@ PTQ-11068 5.9" 15.75” 11.81” | Grey 46Y9725 92.92 
@ PTQ-11059 5.91” 12.14” 7.87" | Grey 46Y9721 62.93 
@ PTQ-11073 6.31” 18.13” 13.78” | Grey 46Y9727 134.23 
@ PTQ-11076 7.87" 20.13” 15.79” | Grey 46Y9729 175.85 
@ PTQ-11080 10.02” 24.8" 20.87" | Grey 46Y9731 338.95 
Polycarbonate, Clear Lid 
@ PTQ-11046-C 3.54” 5.91” 5.91" [ Grey 46Y9714 26.52 
@ PTQ-11048-C 3.94” 8.6" 6.3” | Grey 46Y9716 34.07 
@ PTQ-11050-C 3.94” 10.24” 6.3" | Grey 46Y9718 See 
@ PTQ-11064-C 5.12” 14.96” 11.02” | Grey 46Y9724 85.12 
@ PTQ-11057-C 5.51” 11.35” 748” | Grey 46Y9720 56.51 
@ PTQ-11068-C 5.9" 15.75” 11.81” | Grey 46Y9726 92.92 
@ PTQ-11059-C 5.91” 12.14” 7.87" | Grey 469722 62.93 
@ PTQ-11073-C 6.31" 18.13” 13.78" | Grey 46Y9728 134.23 
@ PTQ-11076-C 7.87" 20.13” 15.79” Grey 46Y9730 175.85 
@ PTQ-11080-C 10.02” 24.8” 20.87” Grey 46Y9732 338.95 
PIM_5465834 


AN-A SERIES, IP68 DIECAST ALUMINIUM ENCLOSURES WITH 
MOLDED BRACKET 


Bud Industries, Inc. 


© Direct replacement to AN-28xx series @ |P67 tested by TUV RoHS 
@ Molded external mounting brackets © Test results exceed IP68 Geeiinpian 
@ Pre molded continuous silicon gasket © Type 4X,6,6P,12,13 as listed under Available 
© Rugged #ADC-12 alloy die cast aluminum box UL file #E194432 
@ Available NEMA 6 (natural finish) & 6P (powder © Stainless screws torqued at 12 in-lb. 
coated Black for extra corrosion protection) @ EMC protection 
AN-A series boxes allow for the mounting of the box without having to remove the cover, thereby possibly 
compromising the NEMA 4X, 6P rating. 
Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 

Aluminium Alloy 

@ AN-2850-A 1.18” 1.43” 3.55” Natural 72Y0623 7.24 

@ AN-2850-AB 1.18” 1.43” 3.55” Black 72Y0624 8.36 

@ AN-2852-A 1.18” 2.61” 4.58" Natural 72Y0627 11.22 

@ AN-2852-AB 1.18” 2.61” 4.58" Black 72Y0628 17.95 

@ AN-2851-A 1.38” 2.32” 2.56” Natural 72Y0625 5.00 

@ AN-2851-AB 1.38” 2.32” 2.56” Black 72Y0626 13.16 

@ AN-2863-A 1.57" 3.14” 4.9" Natural 72Y0641 9.12 

@ AN-2863-AB 1.57” 3.14” 4.9" Black 72Y0642 20.09 

@ AN-2853-A 2.165” 2.579” 4.547” Natural 72Y0629 13.77 

@ AN-2853-AB 2.165” 2.579” 4.547” Black 72Y0630 21.11 

@ AN-2854-A 2.17" 3.61” 46" Natural 72Y0631 10.42 

@ AN-2854-AB 2.17" 3.61” 46" Black 72Y0632 25.30 

@ AN-2856-A 2.17” 4.83" 6.79" Natural 72Y0635 30.91 

@ AN-2856-AB 2.17” 4.83" 6.79” Black 72Y0636 43.04 

@ AN-2857-A 2.17" 5.82” 8.82" Natural 72Y0637 Dalia 

@ AN-2857-AB 2.17" 5.82” 8.82" Black 72Y0638 46.92 

@ AN-2864-A 2.24" 3.14” 4.9" Natural 720643 16.73 

@ AN-2864-AB 2.24" 3.14” 4.9" Black 720644 25.30 

@ AN-2866-A 2.36" 3.92” 6.28” Natural 720645 27.95 

@ AN-2866-AB 2.36" 3.92” 6.28" Black 720646 38.35 

@ AN-2855-A 2.95” 4.34” 5.92” Natural 72Y0633 28.56 

@ AN-2855-AB 2.95” 4.34” 5.92” Black 72Y0634 40.80 

@ AN-2872-A 2.95" 4.72" 7.87" Natural 720649 39.58 

@ AN-2872-AB 2.95” 4.72” 7.87" Black 72Y0650 48.25 

@ AN-2867-A 3.19” 3.92” 6.28” Natural 72Y0647 30.80 

@ AN-2867-AB 3.19” 3.92” 6.28” Black 72Y0648 28.18 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NEMA ENCLOSURES 


AN-A SERIES, IP68 DIECAST ALUMINIUM ENCLOSURES WITH MOLDED 


@ Indicates RoHS Compliant | Find Datasheets Online 


EXN SERIES EXTRUDED ALUMINUM IP66 PCB ENCLOSURES 


BRACKET (CONT.) Bip 
Price Each 
Mfg. Part No. | Height | Width Depth Color | StockNo. | 14+ Bud Industies, ne 
Aluminium Alloy Osa 
@ AN-2858-A 3.23" 5.82" 8.82" Natural 720639 39.17 Available 
@ AN-2858-AB | 3.23" 5.82" 8.82" Black | 72Y0640 54.67 
PIM_5516042 


AN-A SERIES, IP68 DIECAST ALUMINIUM ENCLOSURES 


Direct replacement to AN-13xx series 


standard colors 
© Covers are available in either colored polycar- 
bonate plastic (UL94-V0) or black powder coated 


© Designed to allow a PCB to slide in 
© Grooved exterior for faster heat removal 
@ Easily modified covers and body 


° 
@ Pre molded continuous silicon gasket @ Enclosures include continuous gaskets and can be die-cast aluminum (ADC-12) 

@ Rugged #ADC-12 alloy die cast aluminum box Bud Industries, Inc. used indoors or outdoors (IP66) © Specially designed exterior mounting brackets (not 
@ Available NEMA 6 (natural finish) & 6P (powder coated RoHS @ Anodized enclosures come in a choice of five included mfg. part no. EXN-23370-MBk) 

Black for extra corrosion protection) Seperate EXN series electronics enclosures can also be used as a free standing unit. The exterior design includes a 
© IPG7 tested by TUV Available 0.02in. recessed area on which a product label can be affixed and/or printed on directly. With a choice of 
© Test results exceed IP68 polycarbonate or aluminum die cast covers; these enclosures are suitable for a wide range of applications that 
: serrate cadet tn la file #E194432 may require an opaque cover, clear cover, IR cover or a very durable metallic cover. 
© EMC protection : : Price Each 
Aluminum alloy and resistant to atmospheric and marine — Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
corrosion, these enclosures are ideal for housing sensitive Aluminium 
electronic assemblies and pneumatic, hydraulic and @ EXN-23350-BK 1.386" 1.929” 2.705” Black 730658 9.59 
. tg in both commercial and _ industrial © EXN-23350-BL 1386" 1909" 705" Blue 73v0660 BS 

Pricelesch @ EXN-23350-GD 1.386" 1.929" 2.705" Gold 73Y0662 9.59 
Mfg. PartNo. | Height | Width | Depth | Color | StockNo. | 1-4#  _@.EXN-23350-RD NOG | 029 | 122105 1 = Rea SYOBBA 9.59 
Aluminium Alloy @ EXN-23350-SV 7386" | 1.929 | 2705" | Silver 73Y0666 OAT 
@ AN-1320-A r DOr 404" Natural 72v0567 Bil @ EXN-23353-BK 1.366" | 2717 | 4476" | Black 73Y0688 22.64 
@ AN-1320-AB " 2.07" 4.04" Black 720568 7.18 @ EXN-23353-BL 1.386” 2.717" 4.476" Blue 73Y0690 14.77 
@ AN-1300-A 1.18" 141" 3.53” Natura 72Y0527 6.83 @ EXN-23353-GD 1.986" | 2.717" | 4.476" Gold 73Y0692 14.77 
@ AN-1300-AB 1.18" At" 3.53" Black 72Y0528 7.89 @ EXN-23353-RD 1.386" 27m | 4.476" Red 73Y0694 14.77 
@ AN-1311-A 4.18” 4.77" 4.97" Natural 72Y0549 471 @ EXN-23353-SV 1.386" 2.717" 4.476" Silver 73Y0696 14.77 
@ ANA311-AB 118" WT tor Black 72Y0550 aaa @ EXN-23351-BK 1.386" 3.504" | 2705" | Black 73Y0668 11.00 
@ AN-1302-A 1.18” 2.58” 4.53” Natural 72Y0531 10.61 @ EXN-23351-BL 1.386” 3.504” 2.705” Blue 73Y0670 11.00 
@ AN-1302-AB 118" 758" 453" Black 720532 ROE @ EXN-23351-GD 1.386" 3.504” | 2.705" Gold 73Y0672 11.00 
@ AN-1318-A 1.22" 1614" | 2485" | Natural 720563 7.55 @ EXN-23351-RD 1,386" |_ 3.504" | 2.705" Red 730674 | 11.00 
@ AN-1318-AB 1.22” 1.614" | 2.185" Black 72Y0564 11.34 @ EXN-23351-SV 1,386" | 3.504" | 2.705"_| Silver T3Y0676 10.83 
@ AN-1312-A 1.34" 2.62" 3.86” Natura 720551 10.20 @ EXN-23354-BK 1,386" | 4.685" | 4.476" | Black T3Y0698 17.06 
@ AN-1312-AB 41.34" 2.52” 3.86” Black 720552 14.99 @ EXN-23354-BL 1.386” 4.685" 4.476" Blue 73Y0700 17.06 
@ AN-1301-A 4.38” 2.28" 2.52” Natural 720529 7.24 @ EXN-23354-GD 1.386” 4.685" 4.476" Gold 73Y0702 17.06 
@ AN-1301-AB 4.38” 2.28” 2.52” Black 72Y0530 12.44 @ EXN-23354-RD 1.386” 4.685” 4.476" Red 73Y0704 22.31 
@ AN-1315-A 41.44” 2.52” 5.91” Natural 720557 15.61 @ EXN-23354-SV 1.386” 4.685” 4.476" Silver 73Y0706 17.06 
@ AN-1315-AB 1.44" 2.52" 5.91" Black 72Y0558 22.75 @ EXN-23352-BK 1.386" 5.079" |__2.705" Black 73Y0678 19.28 
@ AN-1313-A 157" 3.14" 49" Natural 72Y0553 13.77 @ EXN-23352-BL 1.386" 5.079" 2.705" Blue 730680 12.53 
@ AN-1313-AB 4.57” 3.14” 4.9” Black 72Y0554 19.69 @ EXN-23352-GD 1.386” 5.079” 2.705” Gold 73Y0682 12.53 
@ AN-1319-A 2.05” 2.94” 3.13” Natural 7210565 12.85 @ EXN-23352-RD 1.386” 5.079” 2.705” Red 73Y0684 12.53 
@ AN-1319-AB 2.05" 2.94" 3.13” Black 720566 19.44 @ EXN-23352-SV 1.386” 5.079" 2.705" Silver 73Y0686 12.42 
@ AN-1303-A 2.165" 2.579" 4.528” Natural 7210533 12.95 @ EXN-23355-BK 1.386” 6.654” 4.476" Black 73Y0708 19.53 
@ AN-1303-AB 2.165” 2.579" 4.528” Black 72Y0534 19.99 @ EXN-23355-BL 1.386” 6.654” 4.476" Blue 73Y0710 19.53 
@ AN-1304-A 2.165" 3.543” 4.528" Natural 7210535 15.20 @ EXN-23355-GD 1.386" 6.654" 4.476" Gold 73Y0712 19.53 
@ AN-1304-AB 2.165" 3.543” 4.528" Black 72Y0536 15.37 @ EXN-23355-RD 1.386" 8.654" 4.476" Red 73Y0714 19.53 
@ AN-1306-A 247" 4.76” 6.73” Natural 7270539 29.17 @ EXN-23355-SV 1.386” 6.654” 4.476" Silver 73Y0716 19.53 
@ AN-1306-AB 247" 4.76" 6.73” Black 7210540 40.80 @ EXN-23359-BK 1.638” 3.504” 5.772” Black 73Y0748 28.87 
@ AN-1307-A 247" 5.75” 8.76" Natural 7210541 31.72 @ EXN-23359-BL 1.638" 3.504” 5.772" Blue 73Y0750 28.87 
@ AN-1307-AB 247" 575" 8.76" Black 720542 28.89 @ EXN-23359-GD 1.638" 3.504" 6712? Gold 73Y0752 18.77 
@ ANABI4-A yg Be 49° Nata 72Y0555 AED @ EXN-23359-RD 1.638" 3504 | 5.772" Red 73Y0754 18.77 
@ AN-1314-AB 2.24" 3.14” 4.9" Black 72Y0556 16.06 @ EXN-23359-SV 1.638” 3.504” 5.772” Silver 73Y0756 28.87 
@ AN-1321-A 2.36" 3.15" 6.89” Natural 720569 15.89 @ EXN-23360-BK 1.638" 5.079" 5.772" Black 73Y0758 33.76 
@ AN-1321-AB 2.36" 3.15" 6.89” Black 720570 20.71 @ EXN-23361-BK 1.638" 5.079" 5.772" Black 73Y0768 24.95 
@ AN-1316-A 2.36” 3.92” 6.28” Natural 720559 27.34 @ EXN-23360-BL 1.638” 5.079” 5.772" Blue 73Y0760 22.00 
@ AN-1316-AB 2.36” 3.92” 6.28” Black 720560 37.43 @ EXN-23361-BL 1.638” 5.079" 5.772" Blue 73Y0770 24.95 
@ AN-1305-A 2.95" 4.25" 5.83” Natural 7210537 27.03 @ EXN-23360-GD 1.638" 5.079" 5.772" Gold 73Y0762 22.00 
@ AN-1305-AB 2.95" 4.25" 5.83" Black 7270538 | 25.00 @ EXN-23360-RD 4.638" | 5.079" | 5.772" Red 730764 | 22.00 
@ AN-1322-A 2.95” 4.72” 7.87” Natural 72Y05741 26.77 @ EXN-23360-SV 1.638” 5.079” 5.772” Silver 73Y0766 22.00 
@ AN-1322-AB 2.95" a2 787" Black 72Y0572 | 31.95 @ EXN-23361-GD 4.638" | 5.079" | 6.772" | Gold 730772 |_24.95 
@ AN-1317-A 3.19" 3.92” 6.28" Natural 7270561 30.19 @ EXN-23361-RD 1.638" 5.079” 5.772" Red 73Y0774 24.95 
@ AN-1317-AB 3.19" 3.92” 6.28" Black 720562 42.23 @ EXN-23361-SV 1.638" 5.079" 5.772" Silver 73Y0776 24.95 
@ AN-1308-A ae" 515" 876° Natura 72v0543 | 37.23 @ EXN-23362-BK 1.638" | 8.228" | 5.772” | Black 730778 | 44.88 
@ AN-1308-AB 3,24" 5.75” 8.76" Black 7210544 51.82 @ EXN-23362-BL 1.638” 8.228" 5.772" Blue 73Y0780 44.88 
@ AN-1323-A 3.56" 6.3" 10.24" Natural 72Y0573 37.47 @ EXN-23362-GD 1.638" 8.228" 5.772" Gold 73Y0782 29.24 
@ AN-1323-AB 3.56" 6.3" 10.24” Black 72Y0574 63.24 @ EXN-23362-RD 1.638" | 8.228" | 5.772" Red 73Y0784 29.24 
@ AN-1309-A 3,99” 4.74” 4.74” Natural 7210545 31.62 @ EXN-23362-SV 1.638” 8.228” 5.772" Silver 73Y0786 29.24 
@ AN-1309-AB 3.99" 4.74" 4.74" Black 7210546 40.60 @ EXN-23356-BK 2.032" 2.717" 4.531” Black 73Y0718 25.40 
@ AN-1310-A 3.99” 6.25” 6.25” Natural 720547 35.29 @ EXN-23356-BL 2.032” 2.717" 4.531” Blue 73Y0720 16.53 
@ AN-1310-AB 3,99” 6.25” 6.25” Black 720548 49.88 @ EXN-23356-GD 2.032” 2.717" 4.531” Gold 73Y0722 16.53 
eicBeiaia} @ EXN-23356-RD 20327 | 2717 | 4531" Red 730724 | 25.40 
@ EXN-23356-SV 2.032" 2.717" 4.531” Silver 73Y0726 16.53 
@ EXN-23357-BK 2.032” 4.685” 4.531” Black 73Y0728 19.53 

> CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


NEMA ENCLOSURES 


EXN SERIES EXTRUDED ALUMINUM IP66 PCB ENCLOSURES (CONT.) EXN SERIES EXTRUDED ALUMINUM IP66 PCB ENCLOSURES (CONT.) 
Price Each Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
Aluminium Aluminium, Polycarbonate 
@ EXN-23357-BL 2.032” 4.685” 4.531” Blue 730730 19.53 @ EXN-23361-BLP 1.638" 5.079” 5.772” Blue 73Y0771 22.65 
@ EXN-23357-GD 2.032” 4.685" 4.531” Gold 73Y0732 29.99 @ EXN-23361-GDP 1.638” 5.079” 5.772" Gold 73Y0773 22.65 
@ EXN-23357-RD 2.032" 4.685" 4.531” Red 73Y0734 25.54 @ EXN-23361-RDP 1.638” 5.079” 5.772" Red 73Y0775 22.65 
@ EXN-23357-SV 2.032” 4.685” 4.531” Silver 73Y0736 19.53 @ EXN-23361-SVP 1.638" 5.079” 5.772” Silver 73Y0777 22.65 
@ EXN-23358-BK 2.032” 6.654" 4.531” Black 73Y0738 29.31 @ EXN-23362-BKP 1.638" 8.228" 5.772" Black 73Y0779 26.89 
@ EXN-23358-BL 2.032” 6.654" 4.531” Blue 73Y0740 34.48 @ EXN-23362-BLP 1.638” 8.228” 5.772" Blue 73Y0781 26.89 
@ EXN-23358-GD 2.032” 6.654” 4.531" Gold 730742 22.42 @ EXN-23362-GDP 1.638” 8.228” 5.772” Gold 73Y0783 26.89 
@ EXN-23358-RD 2.032” 6.654” 4.531” Red 73Y0744 34.48 @ EXN-23362-RDP 1.638" 8.228" 5.772" Red 73Y0785 26.89 
@ EXN-23358-SV 2.032” 6.654" 4.531" Silver 73Y0746 22.42 @ EXN-23362-SVP 1.638" 8.228" 5.772" Silver 73Y0787 26.89 
@ EXN-23363-BK 2.406" 3.504" 6.996" Black 73Y0788 39.88 @ EXN-23356-BKP 2.032" 2.717" 4.531’ Black 73Y0719 21.22 
@ EXN-23363-BL 2.406” 3.504” 6.996” Blue 73Y0790 25.95 @ EXN-23356-BLP 2.032” 2.717" 4.531” Blue 73Y0721 13.83 
@ EXN-23363-GD 2.406” 3.504” 6.996” Gold 73Y0792 33.93 @ EXN-23356-GDP 2.032" 2.717" 4.531” Gold 73Y0723 13.83 
@ EXN-23363-RD 2.406” 3.504” 6.996" Red 73Y0794 25.95 @ EXN-23356-RDP 2.032" 2.717" 4.531" Red 73Y0725 13.83 
@ EXN-23363-SV 2.406" 3.504" 6.996" Silver 73Y0796 39.88 @ EXN-23356-SVP 2.032” 2.717" 4.531’ Silver 730727 13.83 
@ EXN-23364-BK 2.406” 5.079" 6.996" Black 73Y0798 45.70 @ EXN-23357-BKP 2.032" 4.685" 4.531” Black 73Y0729 16.83 
@ EXN-23364-BL 2.406” 5.079” 6.996” Blue 73Y0800 45.70 @ EXN-23357-BLP 2.032" 4.685" 4.531” Blue 73Y0731 16.83 
@ EXN-23364-GD 2.406” 5.079” 6.996” Gold 73Y0802 29.77 @ EXN-23357-GDP 2.032” 4.685" 4.531” Gold 73Y0733 16.83 
@ EXN-23364-RD 2.406” 5.079" 6.996” Red 73Y0804 29.77 @ EXN-23357-RDP 2.032” 4.685” 4.531” Red 73Y0735 16.83 
@ EXN-23364-SV 2.406” 5.079" 6.996” Silver 73Y0806 29.77 @ EXN-23357-SVP 2.032" 4.685" 4.531" Silver 73Y0737 16.83 
@ EXN-23365-BK 2.406” 6.654” 6.996” Black 73Y0808 62/22 @ EXN-23358-BKP 2.032" 6.654” 4.531” Black 73Y0739 30.19 
@ EXN-23365-BL 2.406” 6.654” 6.996” Blue 73Y0810 52:22) @ EXN-23358-BLP 2.032” 6.654” 4.531” Blue 73Y0741 25.70 
@ EXN-23365-GD 2.406” 6.654" 6.996” Gold 73Y0812 34.00 @ EXN-23358-GDP 2.032” 6.654” 4.531" Gold 73Y0743 19.65 
@ EXN-23365-RD 2.406” 6.654” 6.996” Red 73Y0814 34.00 @ EXN-23358-RDP 2.032” 6.654" 4.531" Red 73Y0745 19.65 
@ EXN-23365-SV 2.406” 6.654” 6.996” Silver 73Y0816 34.00 @ EXN-23358-SVP 2.032” 6.654" 4.531" Silver 73Y0747 19.65 
@ EXN-23366-BK 2.406” 8.228" 6.996” Black 73Y0818 39.24 @ EXN-23363-BKP 2.406” 3.504” 6.996" Black 73Y0789 22.36 
@ EXN-23366-BL 2.406” 8.228" 6.996” Blue 73Y0820 60.28 @ EXN-23363-BLP 2.406” 3.504” 6.996” Blue 73Y0791 22.36 
@ EXN-23366-GD 2.406” 8.228” 6.996” Gold 73Y0822 39.24 @ EXN-23363-GDP 2.406” 3.504" 6.996" Gold 73Y0793 22.36 
@ EXN-23366-RD 2.406” 8.228" 6.996" Red 73Y0824 39.24 @ EXN-23363-RDP 2.406” 3.504" 6.996" Red 73Y0795 22.36 
@ EXN-23366-SV 2.406” 8.228" 6.996” Silver 73Y0826 39.24 @ EXN-23363-SVP 2.406” 3.504” 6.996” Silver 73Y0797 22.36 
Aluminium, Polycarbonate @ EXN-23364-BKP 2.406” 5.079” 6.996" Black 73Y0799 40.19 
@ EXN-23350-BKP 1.386” 1.929” 2.705” Black 73Y0659 8.12 @ EXN-23364-BLP 2.406” 5.079" 6.996" Blue 73Y0801 26.18 
@ EXN-23350-BLP 1.386" 1.929" 2.705” Blue 73Y0661 8.12 @ EXN-23364-GDP 2.406" 5.079” 6.996" Gold 73Y0803 26.18 
@ EXN-23350-GDP 1.386” 1.929" 2.705" Gold 73Y0663 8.12 @ EXN-23364-RDP 2.406” 5.079” 6.996” Red 73Y0805 26.18 
@ EXN-23350-RDP 1.386" 1.929" 2.705" Red 73Y0665 8.12 @ EXN-23364-SVP 2.406" 5.079" 6.996” Silver 73Y0807 26.18 
@ EXN-23350-SVP 1.386” 1.929” 2.705” Silver 73Y0667 8.12 @ EXN-23365-BKP 2.406” 6.654” 6.996” Black 73Y0809 30.42 
@ EXN-23353-BKP 1.386” 2717" 4.476" Black 73Y0689 A242 @ EXN-23365-BLP 2.406” 6.654” 6.996” Blue 73Y0811 30.42 
@ EXN-23353-BLP 1.386" 2717" 4.476" Blue 73Y0691 AZZ @ EXN-23365-GDP 2.406” 6.654” 6.996” Gold 73Y0813 30.42 
@ EXN-23353-GDP 1.386” 2.717" 4.476" Gold 73Y0693 12.12 @ EXN-23365-RDP 2.406” 6.654" 6.996" Red 73Y0815 30.42 
@ EXN-23353-RDP 1.386” 2717" 4.476” Red 73Y0695 AZZ @ EXN-23365-SVP 2.406” 6.654" 6.996” Silver 73Y0817 30.42 
@ EXN-23353-SVP 1.386” 2717" 4.476" Silver 73Y0697 12.12 @ EXN-23366-BKP 2.406” 8.228” 6.996” Black 73Y0819 35.65 
@ EXN-23351-BKP 1.386" 3.504" 2.705” Black 73Y0669 9.65 @ EXN-23366-BLP 2.406” 8.228” 6.996” Blue 73Y0821 35.65 
@ EXN-23351-BLP 1.386” 3.504” 2.705” Blue 73Y0671 9.65 @ EXN-23366-GDP 2.406” 8.228" 6.996" Gold 73Y0823 35.65 
@ EXN-23351-GDP 1.386” 3.504” 2.705" Gold 73Y0673 14.79 @ EXN-23366-RDP 2.406" 8.228" 6.996" Red 73Y0825 35.65 
@ EXN-23351-RDP 1.386” 3.504” 2.705” Red 73Y0675 9.65 @ EXN-23366-SVP 2.406” 8.228” 6.996” Silver 73Y0827 35.65 
@ EXN-23351-SVP 1.386” 3.504” 2.705” Silver 73Y0677 9.65 Price per 
@ EXN-23354-BKP 1.386” 4.685” 4.476” Black 73Y0699 14.42 Pkg. 
@ EXN-23354-BLP 1.386” 4.685" 4.476" Blue 73Y0701 14.42 Mfg. Part No. Type Stock No. 1-1-5+ 
@ EXN-23354-GDP 1.386” 4.685” 4.476" Gold 73Y0703 14.42 @ EXN-23420-PBS Foam Stop 73Y0843 1.47 
@ EXN-23354-RDP 1.386” 4.685” 4.476” Red 73Y0705 14.42 @ EXN-23371-FET Rubber Feet 73Y6808 0.62 
@ EXN-23354-SVP 1.386” 4.685” 4.476” Silver 73Y0707 14.42 PIM_5510789 
@ EXN-23352-BKP 1.386” 5.079” 2.705” Black 73Y0679 17.24 
@ EXN-23352-BLP 1.386” 5.079” 2.705” Blue 73Y0681 11.24 DIE-CAST WATERTIGHT ALUMINUM NEMA BOXES 
@ EXN-23352-GDP 1.386” 5.079” 2.705” Gold 73Y0683 11.24 
@ EXN-23352-RDP 1.386" 5.079” | 2.705" Red 73Y0685 11.24 z 
@ EXN-23352-SVP 1.386” 5.079” 2.705” Silver 73Y0687 11.24 Bud Industries, Inc. 
© EXN-23355-BKP 1386" | 6654 | 4476" | Black | 73¥0709 | 1689 j Gee sinpiat 
@ EXN-23355-BLP 1.386" | 6.654" | 4.476" Blue 73Y0711 16.89 Avaliable 
@ EXN-23355-GDP 1.386” 6.654” 4.476" Gold 73Y0713 16.89 (P65 
@ EXN-23355-RDP 1.386” 6.654" 4.476" Red 73Y0715 16.89 
@ EXN-23355-SVP 1.386” 6.654” 4.476” Silver 73Y0717 16.89 
@ EXN-23359-BKP 1.638” 3.504” 5.772" Black 73Y0749 16.47 
@ EXN-23359-BLP 1.638" 3.504" | 5.772" Blue 73Y0751 25.30 Without Molded:in Flanges With Molded:in Flanges 
@ EXN-23359-GDP 4.638” 3.504” 5.772" Gold 73Y0753 16.47 @ Rugged #ADC-12 alloy die cast aluminum box with and tight seal ; ; 
@ EXN-23359-RDP 1.638" | 3.504" [| 5.72" Red TBY0755 16.47 e ieee echelon a oe ° Tien. eae 
@ EXN-23359-SVP 1.638” 3.504” 5.772" Silver 73Y0757 25.30 © Cover attaches with 4 or 6 screws for a secure 
@ EXN-23360-BKP 1.638” 5.079" 5.772" Black 73Y0759 19.65 Available in natural and other finishes. Easily machined and modified for customization; go online or call. 
“eexnzsaet-exp | 1636" sore” [577 | Black | _Tavo7eo | 20.65 Fie Eh 
@ EXN-23360-BLP 1.638” 5.079" 5.772" Blue 73Y0761 19.65 Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
@ EXN-23360-GDP 1.638” 5.079” 5.772” Gold 73Y0763 30.19 Aluminium, With Flange, Molded-In Card Guide 
@ EXN-23360-RDP 1.638” 5.079” 5.772" Red 73Y0765 19.65 @ CN-6702 1.38” 3.52” 1.22" Unfinished 79K6015 7.65 
@ EXN-23360-SVP 1.638” 5.079” 5.772" Silver 73Y0767 19.65 @ CN-6703 2.5” 4.51” 1.22” Unfinished 79K6016 12.14 
> CONTINUED > > CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


NEMA ENCLOSURES 


DIE-CAST WATERTIGHT ALUMINUM NEMA BOXES (CONT.) 


Price Each 

Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
Aluminium, With Flange, Molded-In Card Guide 
@ CN-6704 2.5” 4.51” 2.22" Unfinished 79K6017 14.38 
@ CN-6705 3.57" 4.54" 2.22" Unfinished 79K6018 16.32 
@ CN-6707 4.01" 5.47” 3.05” Unfinished 79K6020 21.62 
@ CN-6709 4.77" 6.78” 2.22” Unfinished 79K6022 25.30 
@ CN-6710 4.77" 6.78" 4.21" Unfinished 79K6023 30.40 
@ CN-6708 5.01" 6.51" 3.05” Unfinished 79K6021 27.13 
@ CN-6711 5.74" 8.75” 2.25” Unfinished 79K6024 34.07 
Aluminium, Without Flange 
@ CN-5702 4.22" 1.38” 3.52” Unfinished 79K6002 6.07 
@ CN-5703 1.22" 25° 4.51” Unfinished 79K6003 8.11 
@ CN-5704 2.22" 25° 4.51” Unfinished 79K6004 11.42 
@ CN-5705 2.22” 3.57” 4.54” Unfinished 79K6005 13.26 
@ CN-5709 2.22" 4.77" 6.78" Unfinished 79K6009 21.93 
@ CN-5711 2.25" 5.74" 8.75" Unfinished 79K6011 28.76 
@ CN-5708 3.05” 5.01” 6.51” Unfinished 79K6008 23h 
@ CN-5710 4.21" 4.77" 6.78" Unfinished 79K6010 27.03 
@ CN-5712 4.22" 5.74" 8.75" Unfinished 79K6012 38.96 
Aluminium, Without Flange, Molded-In Card Guide 
@ CN-5701 1” 2.16” 3.15” Unfinished 79K6001 6.73 
@ CN-5700 4.22" 2.16” 2.36” Unfinished 79K6000 6.22 
@ CN-5706 1.44" 3.95” 4.73" Unfinished 79K6006 13.06 
@ CN-5714 2.64" 6.89" 10.81” Unfinished 79K6014 42.53 
@ CN-5707 3.05” 4.01” 5.47” Unfinished 79K6007 18.36 
@ CN-5713 4.01" 9.85” 9.85” Unfinished 79K6013 68.44 

PIM_88063 


Hinged cover 

External mounting brackets 

NEMA 1, 2, 4, 4X, 12, 13 and IP65 

Available in smooth black powder coat finish 
Offers EMC protection 

Hinged cover allows for easy access without risk of 
damage to cover. External mounting brackets allow 
the box to be mounted on a wall or panel without 
having to remove the cover and exposing internal 
components to the environment. Gasketed cover 
attaches with screws. Easily machined and modified 
to your particular requirements. Modifications 
available; go online or call. 


DIE-CAST WATERTIGHT ALUMINUM BOX WITH HINGED COVER Bip 


Bud Industries, Inc, 


RoHS _ 
Compliant 
Available 


(P65 


@ Indicates RoHS Compliant | Find Datasheets Online 


CABLE GLANDS (CONT.) 
Assembly consists of black molded nylon body, hex nut, cable nut and a rubber gasket and cable seal. Cable 
seal maintains NEMA rating for cable entry or exit. Nylon material has UL94V-2 flammability rating and -40°C to 
+100°C suggested service temperature. Use cable glands with any Bud NEMA boxes. 
Cable Cable Thread Price Each 
Mfg. Part No. Dia. Min. Dia. Max. Size Color Stock No. 1-9+ 

Nylon 6.6 (Polyamide 6.6) 

@ NG-9511 3mm 4.3mm PG7 Black 83F3332 1.94 

@ NG-9512 4mm 6.4mm PG9 Black 83F3333 1.94 

@ NG-9513 5mm 7.5mm PG11 Black 83F3334 2.04 

@ NG-9514 6mm 11mm PG13.5 Black 83F3335 2.55 

@ NG-9515 10mm 13mm PG16 Black 83F3336 2.75 

@ NG-9516 13mm 17mm PG21 Black 25B6420 3.67 

@ NG-9517 18mm 24mm PG29 Black 25B6421 7.96 
PIM_72469 


LARGE AIR & MOISTURE VENTS FOR NEMA ENCLOSURES 


© Designed to allow large air volume while offering 
basic protection from rain water 

@ Made of gray Polycarbonate (PC) reinforced with 
10% fiberglass 

@ Heavy duty plastic internal nut with mounting 
bosses for optional ventilation fan 

© Great for cooling and pressure equalizing where 
protection from rain water is required 

@ High impact resistance 


Bud Industries, Inc, 


@ 


Price Each 
Mfg. Part No. Description Stock No. 1-4+ 
External Vent 
@ IPV-1115 Wide Opening, Fan Dia. 60mm (Not Included) 47X5984 7.14 
@ IPV-1116 Wide Opening, Fan Dia. 80mm (Not Included) 47X5985 6.53 
PIM_212297 
IP66 NYLON CABLE GLANDS Bip 
if Bud Industries, Inc. 


RoHS _ 
Compliant 
Available 


“lee 


Long Thread 


& 


Bend Proof 


Standard 


© Sturdy and cost effective design 
@ P66 (TUV) rating 


© Well suited for plastic enclosures 
@ Material: high impact resistant nylon plastic 


Price Each © 2 styles of thread length for a wide range of wall © Seal material: nitrile rubber 
Mfg. Part No. Height Width Depth Color Stock No 1-44 thickness Standardand long thread (this option in @ Ambient temperature: Constant range -20°C to 
ao : : gray only, 4-G suffix) +65°C 
Aluminium © Bend proof style option on popular sizes (this © Short exposure -40°C to +120°C 
@ AN-2900 3.95" 3.04” 1.98" Black 27K6569 39.47 option in gray only, BPG suffix) © Size range PG7 to PG63 
@ AN-2901 4.54” 3.88" 2.19" Black 27K6570 42.02 IP66 Nylon Cable Glands are a great combination of tested quality and ideal for all your NEMA applications. 
PIM_84584 Cable Cable Thread Price Each 
Mfg. Part No. Dia. Min. Dia. Max. Size Color Stock No. 1-9+ 
EMI/RFI NEMA BOXES Nylon (Polyamide), Bend Proof, Spiral Extension 
© One-piece molded outer silicone gasket meets @ |PG-2227-BPG 3mm 6mm PG7 Grey 46Y9696 2.81 
NEMA 4X and IP66 requirements @ |PG-2229-BPG 4mm 7.9mm PG9 Grey 46Y9700 3.31 
e Rugged #ADC-12 die cast aluminum alloy Bud Industries, Inc. @ IPG-22211-BPG 5mm 9.9mm PG11 Grey 46Y9667 4.05 
© Thick wall (0.098", 2.5 mm) construction RoHS = 
© Second wire-mesh with sponge rubber gasket Gop tinpian @ IPG-222135-BPG 6.1mm 1.9mm PG13.5 Grey 46Y9671 4.78 
provides EMI/RFI protection Available @ IPG-22216-BPG 9.9mm 14mm PG16 Grey 46Y9675 5.88 
© Recessed area on cover surface for decals (NEMA ) @ IPG-22221-BPG 129mm 18mm PG21 Grey 46Y9681 8.78 
Nylon (Polyamide), Long Thread, Thick Wall Enclosure 
(P66 @ IPG-22274-G 3mm 6mm PG7 | Grey | 4679698 1.08 
Price Each @ IPG-22294-G 4mm 7.9mm PG9 Grey 46Y9702 1.49 
Mig. Part No. Height Width Depth Stock No. 1-44 @ IPG-222114-G 5mm 9.9mm Pell | Grey [RAONS66e) 1.87 
Screening Can, Aluminium Alloy, Black @ IPG-2221354-G 8.1mm “1.9mm__| PG13.5 | Grey | 46Y9673 2.27 
@ ANS-3815-B 3.94” 2.95” 5.91" 894558 39.98 @ IPG-222164-G 9.9mm 14mm PG16 Grey 46Y9677 2.67 
@ ANS-3811-B 6.81’ 3.94” 10.79” 89M4554 79.56 Nylon (Polyamide), Standard Thin Wall Enclosure 
Screening Can, Aluminium Alloy, Unfinished @ IPG-2227 3mm 6mm PGT Black | _46Y9695 0.39 
@ ANS-3803 2.64" 3.79" 3.79" 89M4545 19.48 @ IPG-2227-G 3mm 6mm PG7 Grey 46Y9697 0.51 
@ ANS-3819 5.91” 2.95” 7.87" 89M4561 54.16 @ IPG-2229 4mm 7.9mm PG9 Black 46Y9699 0.72 
@ ANS-3811 6.81” 3.94” 10.79" 89M4553 65.74 @ IPG-2229-G 4mm 7.9mm PG9 Grey | 46Y9704 1.08 
PIM 110542 @ |PG-22211 5mm 9.9mm PG11 Black 46Y9666 0.92 
_ @ |PG-22211-G Smm 9.9mm PG11 Grey A6Y9668 0.92 
@ IPG-222135 6.1mm 11.9mm PG13.5 Black 46Y9670 112 
CABLE GLANDS @ IPG-222135-G 6.1mm 11.9mm PG13.5 Grey 46Y9672 1.74 
| @ IPG-22216 9.9mm 14mm PG16 Black 46Y9674 1.33 
Bud Industries, Inc. @ |PG-22216-G 9.9mm 14mm PG16 Grey 46Y9676 1.33 
RoHS _ @ IPG-22219 11.9mm 15mm PG19 Black 46Y9678 DONE 
Geptinaian @ IPG-22219-G 1.9mm 15mm PGi19 | Grey | 46Y9679 1.53 
@ IPG-22221 12.9mm 18mm PG21 Black 46Y9680 2.04 
> CONTINUED > > CONTINUED > 


1452 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NEMA ENCLOSURES 


IP66 NYLON CABLE GLANDS (CONT.) SMALL ENCLOSURES (CLAMPED HINGED COVER) (CONT.) 
Cable Cable Thread Price Each Price Each 
Mfg. Part No. Dia. Min. Dia. Max. Size Color Stock No. 1-9+ Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
Nylon (Polyamide), Standard Thin Wall Enclosure Steel 
@ IPG-22221-G 12.9mm 18mm PG21 46Y9682 3.07 @ 1414PHK 12° 10" 5” Grey 90F9599 124.96 
@ IPG-22225 15mm 19mm PG25 46Y9683 2.24 @ 1414PHK8 12" 10" 8" Grey 90F9611 149.20 
@ IPG-22225-G 15mm 19mm PG25 46Y9684 3.07 @ 1414PHL6 12” 12” 6" Grey 90F9604 145.41 
@ IPG-22229 18mm 24.9mm PG29 46Y9685 0.88 @ 1414PHRM6 12" 14” 6" Grey 90F9607 145.83 
@ IPG-22229-G 18mm 24.9mm PG29 46Y9686 4.54 @ 1414PHMH6 14” 8" e Grey 90F9605 131.58 
@ IPG-22236 22.1mm 32mm PG36 46Y9687 7.28 @ 1414PHM6 14" 12" 6” Grey 90F9606 146.49 
@ IPG-22236-G 22.1mm 32mm PG36 46Y9688 7.28 @ 1414PHM8 14" 12" 8° Grey 90F9612 165.13 
@ IPG-22242 30mm 38.1mm PG42 469689 10.17 @ 1414PHRO6 14" 16" 6" Grey 90F9610 172.98 
@ IPG-22242-G 30mm 38.1mm PG42 46Y9690 10.17 @ 1414PHN6 16" 10" e Grey 90F9608 147.36 
@ IPG-22248 34mm 43.9mm PG48 46Y9691 11.55 @ 1414PHO6 16" 14" 6" Grey 90F9609 174.98 
@ IPG-22248-G 34mm 43.9mm PG48 46Y9692 8.98 @ 1414PH08 16” 14" 8° Grey 90F9613 190.94 
@ IPG-22263 41.9mm 50mm PG63 46Y9693 20.60 PIM_6974 
@ IPG-22263-G 41.9mm 50mm PG63 46Y9694 20.60 
PIM. 5465831 SMALL NEMA ENCLOSURES (CLAMPED HINGED HAMMOND 
Sh MANUFACTURING... 
COVER) 
IP68 METAL CABLE GLANDS @NEMA4 128 13rated a : LL’ 
f f ‘ugged enclosures feature external screw clamps on 
: . aki ead design sides and continuous hinged cover ~~ Gee tinpiat 
Excellent shock and corrosion resistance Leyes @ Includes inner panel (except where noted); white powder Available 
© Suitable for mounting on equipment in motion nae ; paint ae @) G 
© Great for equipment in harsh environment Geesinpiat Protection against dirt and dust : 
© Comply with IEC-60077-1999 resistance to vibration Avaliable ® Watertight, oll and petroleum-resistant protection 
and impact standard @ Finished in ANSI 61 gray recoatable powder pain' 
© Body Material: Nickel plated Brass (P68 Suitable for transformer or instrument housings. Use as 
© Gasket: Polyamide 6/6 (Nylon) electrical junction and terminal boxes, to mount pneumatic or 
© Seal material: nitrile rubber for superior performance hydraulic instruments, or as control tubing junction point. 
@ Ambient temperature: constant range -20°C to 
+100°C, Short exposure +120°C PricelEach 
heaiealeain Mfg. Part N Height | width | Depth | Col Stock N 1-94 
IP68 Nickel coated Brass Cable Glands are a great combination of tested quality and ideal for all your heavy g.hart No: eg : ep olor och Ne: zs 
duty NEMA applications. Steel 
Cable Cable | Thread Price Each @ 1414N4PHA 4" 4 3” Grey 90F9615 77.33 
Mfg. PartNo. | Dia. Min. | Dia.Max. | Size Color Stock No. | 1-4+ @ 1414N4PHC 8 4 3 Grey 90F9616 88.03 
Brass @ 1414N4PHE 6 6 4 Grey 90F9618 100.51 
@ MPG-2237 3mm 6mm PG7 | Metallic - Nickel Finish | 46Y9711 5.52 @ 1414N4PHI 10” 8" 4 Grey 90F9619 132.65 
@ MPG-2239 4mm | 7.9mm | PG9 | Metallic- Nickel Finish | 46v9712 | 4.90 @ 1414N4PHI6 10" 8" 8" Grey 90F9621 151.90 
@ MPG-22311 5mm 9.9mm | PG11 | Metallic-Nickel Finish | 46Y9703 5.81 @ 1414N4PHK 12° 10" 5° Grey 90F9620 158.54 
@ MPG-223135 6.1mm 11.9mm | PG13.5 | Metallic - Nickel Finish | 46Y9704 6.32 @ 1414N4PHL6 12” 12” 6 Grey 90F9622 168.32 
@ MPG-22316 99mm | 14mm | PG16 | Metallic- Nickel Finish | 469705 7.55 @ 1414N4PHM6 14" 12" 8° Grey 90F9623 200.40 
@mPG-22321 | 129mm | 18mm | PG21 | Metallic- Nickel Finish | 46v9706 | 15.48 @ 1414N4PHM8 14" 12" 8 Grey 90F9625 241.96 
@ MPG-22329 18mm 24.9mm PG29 | Metallic - Nickel Finish | 46Y9707 25.30 PIM_116718 
@ MPG-22336 22.1mm 32mm PG36 | Metallic - Nickel Finish | 46Y9708 47.86 
@ MPG-22342 30mm 38.1mm PG42 | Metallic - Nickel Finish | 46Y9709 69.45 SMALL NEMA 4, 12 & 13 ENCLOSURES (QUARTER HAMMOND 
@ MPG-22348 | 34mm | 43.9mm | PG48 | Metallic-Nickel Finish | 46Y9710 | 100.00 TURN LATCH HINGED COVER) MANUFACTURING... 
PIM_5465832 @ 16-gauge steel body and door bb’ 
@ Unpainted, galvanized steel inner panel included ctis 
© Continuously welded seams, formed lip on door and ATA Gee sinpiat 
SMALL ENCLOSURES (CLAMPED HINGED COVER) HAMMOND enclosure to exclude flowing liquids Available 
© NEMA 12 & 13: IP65 MANUFACTURING... © Continuously hinged door has 304 stainless steel hinges 


oO 


and provides 180° opening 


© Rugged enclosures feature external screw clamps on 3 sides and continu- 
a bi’ © Bonding stud on door and ground stud in enclosure 


ous hinged cover 


© Includes inner panel (except where noted); white RoHS ; © Permanently secured oil-resistant gasket with retainers 
powder paint eos ompfant ° br a quarter turn latch formed from black zinc 
: ade oe ee ) @ @ Finished in recoatable ANSI/ASA61 gray powder paint 
protection 
e a in ANSI 61 gray recoatable powder Price Each 
Suitable for transformer or instrument housings. Use Mfg. Part No. Height Width Depth Color shockINoy LSE 
as electrical junction and terminal boxes, to mount Steel 
pneumatic or hydraulic instruments, or as contro @ EJ443 4’ 4 Kid Grey 89C5007 55.96 
mt Le point. Inner panel not included; go @ £444 P iy e Grey 8905008 62.73 
5 @ EJ643 6" 4 3" Grey 8409843 70.96 
pence Each @ E644 6" 4 4 Grey 89C5009 74.52 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ - 
Steel @ EJ664 6" 6” 4" Grey 8409844 80.60 
@ 1414PHA r e FF Grey 90F9588 | 53.63 SE NebS si o om Grey pAGSESS 82.79 
@ 1414PHC e r z Grey 90r9589 | 66.48 BE IbGS S 7 8 Grey 89C5012 92.95 
© 1414PHCA e e e Grey 90F9593 | 70.05 pda Z : f ey ESBS Biba 
© 1414PHE 6 e F Grey 90F9594 75.96 @ EJ8104 8" 10" zl Grey 89C5011 101.14 
@ 1414PHG 8° 6 35° Grey 90F9590 | 80.97 @ £1084 ‘0° 8" 4 Grey 72c9444 | 100.94 
@ 1414PHG6 8 " 6" Grey 90F9601 | 90.53 PIE SI0G ts = o Grey use AUIS 
@ 1414PHH4 3 e rr Grey 90F9595 5738 @ EJ10106 10" 10" 6" Grey 8904998 126.87 
@ 1414PHRI 8 10" 2 Grey 90F9597 | 95.58 weg | ey ee 
@ 1414PHI 10” 8" ry Grey 90F9596 | 61.83 @ EJ12105 12" 10” 5 Grey 73C1672 129.80 
© 1414PHI6 10 e e Grey 90F9602 | 109.84 nA SUEY a e = SOUS O00 Eee 
© 1414PHJ6 10" 10" e Grey 90F9603_| 119.25 eeu’ 12 12 6 Grey eaces40 | 138.01 
@ 1414PHRK 10" 1? 5 Grey 90F9600 {ADA @ EJ12146 a ie Grey 73C0918 153:35) 
© 1414PHKCA 2 6 r Grey 90F9598 | 96.44 SENS i : 7 Grey BSG S00S ae Eales 
> CONTINUED > > CONTINUED > 
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NEMA ENCLOSURES 


SMALL NEMA 4, 12 & 13 ENCLOSURES (QUARTER TURN LATCH HINGED SMALL NEMA 12 & 13 LIFT-OFF COVER ENCLOSURES (CONT.) 


COVER) (CONT.) Price Each 
Price Each Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ Steel 

Steel @ 1414G 8" 6 3.5” Grey 83F8942 77.62 

@ EJ14126 14" 12’ 6” Grey 8409841 153.11 @ 14141 10” 8° 4" Grey 88F2065 98.43 

@ EJ14128 14° 12" 8 Grey 89C5001 175.10 PIM_34285 

@ EJ16106 16” 10" 6 Grey 89C5004 153.71 

SENGIAG ne x ip Grey _} _soeeie | 198.70 SMALL NEMA 12 & 13 SCREW COVER ENCLOSURES gag HAMIMOND 

@ £16146 16" 14” 8" Grey 8409842 181.87 © NEMA 12 & 13 rated MANUFACTURING. 

@ EJ16148 16" 14" 8" Grey 89C5006 197.80 @ Rugged enclosures feature captive screw cover Ly 
@ Smooth, continuously welded seams 

PIM_116719 © Enclosure grounding stud cm Ros fant 
@ Welded wall mount brackets Available 
@ Permanently secured oil-resistant gasket 

SMALL STAINLESS STEEL NEMA ENCLOSURES HAMMOND | Inner panel except where noted) O€G 

(HINGED COVER) " © Formed from 14-gauge or 16-gauge steel 

@ NEMA38R, 4, 4X, 12 & 13 rated © Enclosures finished in recoatable ASA 61 gray powder paint 


@ Rugged enclosures feature external screw clamps on 3 
sides and continuous hinged cover 
@ Includes inner panel; white powder paint 


@ Protection against dirt and dust 


© Watertight, oil- and petroleum-resistant protection 


RoHS _ 
jj Compliant 
Available 


Inner panel not included for mfg. part no. 1414SCA. 


and panels finished in white powder paint 


OG 


Suitable for transformer or instrument housings. Use as | | Price Each_ 
electrical junction and terminal boxes, to mount pneumatic Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
or hydraulic instruments, or as control tubing junction point. Steel 
| | Price Each @ 1414SCA 4" 4" 3” Grey 84F003 54.51 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ @ 1414S8CC 6" y 3" Grey 84F004 67.63 
Stainless Steel @ 1414SCE 6 8 5 Grey 99F4210 79.07 
@ 1414N4PHSSE 6” 6" 4 Unfinished 93B4143 231.54 @ 1414SCG 8° 6" 3.5" Grey 84F005 79.83 
@ 1414N4PHSSG4 8” 6 4° Unfinished 90F9630 263.50 @ 14148Cl 10° 8" 4” Grey 99F4510 100.57 
© 1414N4PHSSI 10" 8 a Unfinished | ESOEGS TN |Misii739 © 14448CK 12" 10° 5 Grey 84F006 | 132.79 
@ 1414N4PHSSK 12” 10” 5 Unfinished 90F9632 441.44 @ 1414SCM6 14" Pa e Grey 84F007 157.81 
© 1414N4PHSSLE 12 ics u Unfinished | ERSGE9633 Sal |B Zan © 14148C06 16" 14° 6" Grey 84F008 | 185.62 
PIM_88578 PIM_116734 
SMALL STAINLESS STEEL NEMA ENCLOSURES HAMMOND H. 
OURIIEE (URE HINGED GER aN NG. BOX SERIES ENCLOSURES (SCREW COVER) HAMMOND 


@ NEMA 8R, 4, 4X, 12 & 13 rated 
304 Stainless steel body and door 


e 
© Unpainted galvanized steel inner panel included 
© Continuously welded seams, formed lip on door and 


enclosure to exclude flowing liquids 


® Continuously hinged door has 304 stainless steel 


hinges and provides 180° opening 


@ Bonding stud on door and ground stud in enclosure 
Permanently secured oil-resistant gasket with retainers 
© Door features quarter turn latches formed from 316 


Stainless steel 


Gopi ; 
Compliant 
Available 
Wes 


Screw Cover w/ Knockouts 


Screw Cover w/out Knockouts 


RoHS 
Compliant 
Available 


Price Each @ NEMA1 © Grounding location embossed in body 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ © Designed for general purpose indoor commercial @ Enclosure and cover finished in ANSI/ASA 61 gray 
siaeee ste) a Tough tees i backorval noir aie 
@ EJ664SS 6" 6 4 Unfinished 32H7245 230.46 g 9 : 
© £86388 8" 6 38" Unfinished | 50H3920 | 250.59 sas leak sie | anne || tesa’ I Stee satin fae 
i 5 i 9+ 
@ £10848S 10" 8" ge Unfinished | 50H3912 | 312.30 P ra a ; Wink ak : cP oer eee 
@ £J121058S 12" 10" S Unfinished | 50H3913 | 410.01 —————————— 
= 5 : : @ CSKO664 6” 6 4 Grey 72J9493 12.96 
@ EJ12126SS 12 12 6 Unfinished 50H3914 464.97 = = = 
© £1614688 16" 1 e Unfinished 50H3918 EG @ CSKO884 8 8 4 Grey 72J9497 18.81 
PIM_116732 : @ CSKO1084 10" 8° yg Grey 729460 22.98 
- @ CSKO10104 10” 10" 4 Grey 7239458 25.76 
@ CSKO10106 10” 10” 6" Grey 72J9459 30.12 
SMALL NEMA 12 & 13 LIFT-OFF COVER HAMMOND 7 P 
ENCLOSURES MANUFACTURING... @ CSKO12124 12 12 4 Grey 72J9464 31.23 
NEMA Iba dated @ CSKO12126 12" 12" 6" Grey 72J9465 38.69 
rate a 7 7 
@ Rugged enclosures feature external screw clamps and RotiS © CSKO16166 16 16 8 Grey 7249471 62.86 
lift-off cover Geetimpian Steel, Screw Cover Without Knockouts 
@ Inner panel (except where noted) and plated lid chain Available @ C8443 0 y 3" Grey 10J8517 13.09 
@ Smooth, continuously welded seams 7 = ; 
© Enclosure grounding stud @) G © CS663 6 6 3 Grey 7259567 19.25 
@ Welded wall mount brackets @ CS664 6” 6” 4" Grey 7259568 12.96 
@ Permanently secured oil-resistant gasket @ CS666 6" 6’ 6” Grey 7239569 17.22 
© Formed from 14-gauge or 16-gauge steel > "i = = 
© Enclosures finished in recoatable ASA 61 gray powder © CS863 8 6 3 Grey 7259570 22.63 
paint and panels finished in white powder paint @ CS864 8" 6” 4" Grey 09/9702 15.40 
Inner panel not included for mfg. part no. 1414A. @ CS886 8" 8" 6" Grey 7259571 23.39 
@CS12124 12" 12" 4 Grey 72J9540 31.23 
; @ CS12126 12” 12" 6" Grey 10J8523 38.69 
| Lerice Each! @ CS16124 16" 12" 4" Grey 72J9542 39.66 
Mfg. Part No. Height Width Depth Col tock No. 1-94 - 
ar = = ee = ses S @ CS24186 24" 18" e" Grey 72J9554 98.79 
@ 14148 y 4 3 Grey 99F6085 54.57 PIM_88705 
@ 1414C 6" 4 3 Grey 99F6086 66.18 
@ 1414E 6" 6 4 Grey 83F8941 77.49 
> CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NEMA ENCLOSURES 


C-BOX SERIES ENCLOSURES (HINGED COVER) HAMMOND STEEL NEMA ENCLOSURES (CONT.) 
© NEMA1 MANUFACTURING... BSE 
e pee ata general purpose indoor commercial use as a junction, pull or LL’ Mig, Part No. Height Width Depth Color Stock Now| Ocaaal 
© Through holes in back for wall mounting AS _ — fois iia Steel 
e been cane ee oie di = = poeta @N1A16127 16” 12" 7 Grey 91F2191 171.66 
e 
pears i ad i aa gray i) @ N1A16167 16° 16" rT Grey 91F2192 194.13 
f| @ N1A20167 20” 16" T Grey 91F2193 215.49 
v4 (8), @ N1A20169 20” 16” 9" Grey 91F2194 234.12 
( @ N1A20207 20" 20" r Grey 91F2195 243.24 
@ N1A20209 20” 20” 9 Grey 91F2196 263.18 
@ N1A24207 24” 20” Gi Grey 91F2197 268.85 
Price Each @ N1A24209 24” 20" 9 Grey 91F2198 290.80 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ @ N1A24247 24” 24" T Grey 91F2199 300.86 
Steel @ N1A24249 24” 24” 9 Grey 91F2200 325.46 
@ CHKO644 6” 4 4" Grey 72J9236 14.08 Accessory 
@ CHKO664 6” 6” 4" Grey 72J9238 14.45 Price Each 
@ CHKO663 6" 6 4" Grey 72J9237 15.26 Mfg. Part No. Type Stock No. 1-1-9+ 
@ CHKO666 6” 8 e Grey 7249239 19.90 @ 1427LKN1 Lock Kit 24B6425 34.83 
@ CHKO864 8” 6” 4 Grey 72J9240 18.29 PIM_12428 
@ CHKO884 8 8 4 Grey 72J9241 21.04 
@ CHKO886 e e et Grey AEE 30.02 HEAVY-DUTY NEMA 12 ENCLOSURES WITH PANEL /4 HAMMOND 
@ CHKO1084 10 8 4 Grey 72J9219 26.39 © 14-gauge steel bodies with clamped doors and 12-gauge steel inner panel MANUFACTURING... 
@ CHKO10104 10” 10” 4 Grey 72J9217 28.92 @ Smooth, continuously welded seams ; 
@ CHKO10106 10" 10" e Grey 72/9218 | 35.56 . ey ip on door:andleheiosure tp excludeitiowing =a polis 
@ CHKO12104 12" 10" 4 Grey 7249221 36.45 @ Enclosure and door grounding stud Geeiinpian 
@ CHKO12106 12" 10" 6” Grey 7259222 44.13 © Welded wall-mount brackets ; ; 
@ CHKO12124 1 12 ra Grey 7239223 35.09 ; Sl tela oil-resistant gasket with retainers @) @ 
@ CHKO12126 2? 12" 6” Grey 72J9224 25.18 © Literature pocket 
@ CHKO16124 16” 12” 4” Grey 7259226 42.39 © Exterior finish of recoatable ASA 61 gray powder paint 
© CHKO16126 ra rr or Grey 729227 Ga @ Interior and panel finish of white powder paint 
@ CHKO16166 16” 16” e Grey 72J9228 59.56 F 
@ CHKO18124 18” 12” 4” Grey 72J9229 51.06 - 
@ CHKO18126 18” 12" e Gre 7239230 59.56 WenicsiEschl 
© CHKOtBtE6 ry 18" = 7249231 PAs Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
- Steel 
PIMETIGrat @ 1418B6 16° 12” 6" Grey 50F8420 327.89 
@ 1418B8 16” 12" 8" Grey 50F8426 343.50 
TYPE 4X POLYCARBONATE JUNCTION BOXES HAMMOND @ 1418C6 20" 16" 8° Grey 50F8421 387.20 
© Injection moulded polycarbonate thermoplastic enclosure MANUFACTURING @ 1418C8 20” 16” 8" Grey 50F8427 404.87 
@ Enhanced UV inhibitors protect against outdoor weathering LL’ 0° 20° 3 G 50F8428 
@ Threaded brass inserts are provided for optional inner c @ 141808 rey 443.96 
panel or terminal kit mounting Rots liant @ 1418E8 24” 20" 8" Grey 50F8429 428.68 
e a les steel ra cee bent ait i Available @ 1418J10 24” 24" 10" Grey 50F8437 555.09 
) 
oa ee, | Ds @ 14188 2° 24" 8° Grey 50F8430 530.69 
© Captive oil resistant gasket provides a positive seal , @ 1418K10 30” 24” 10” Grey 50F8438 625.69 
e eee oe between +130°C and -35 °C | @ 1418K8 30° 24" 8° Grey 50F8431 597.19 
© UL508 Type 1, 2, 3, 4, 4X, 12 and 13 ' @ 1418KK12 30" 30" 12" Grey 50F8444 757.32 
© CSA Type 1, 2, 3, 4, 4X, 12 and 13 ' PIM_34278 
@ Mounting hardware is included _ 
@ Light gray finish Desioned ; 
esigne lo HAMMOND 
insulate and protect controls and componets in both indoor and outdoor conditions. Ideal for industrial pump ECLIPSE NEMA 4 WALL MOUNT ENCLOSURES MANUFACTURING. 
Sant F F , © Formed from 14 or 16 gauge steel ‘ 
controls, waste water, irrigation control along with solar/wind and chemical plants. . gaug 
: © Smooth, continuously welded seams LL’ 
Price Each © Door features quarter turn latch 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ @ Features stainless steel hinges and oil resistant gasket pots ant 
Polycarbonate © Finished in ANSI/ASAG1 recoatable gray powder paint ‘Available 
= = = = © Bonding stud in door and ground stud in enclosure 
e PCJB4LF oa aie oe Grey 85W2684 89.97 © Order panel separately, go online or call @) G 
@ PCJ864LF 8.5 6.72 5.19 Grey 85W2685 93.29 eo 
@ PCJ1084LF 10.5” 8.72" 5.19” Grey 85W2682 100.41 
@ PCJ12106LF 12.5” 10.72” 7.19” Grey 85W2683 119.52 
@ PCJ14126LF 14.5" 12.72" 7.19” Grey 69W0986 146.30 
PIM_209950 
Price Each 
STEEL NEMA ENCLOSURES HAMMOND Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
° NEMA1 MANUFACTURING... Steel 
© 14-gauge steel LL’ @ EN4SD12126GY 12” 12” 6” Grey 16F1944 228.87 
. salto door on cy lal : Pious _ @ EN4SD16126GY 16” 12" 6 Grey 16F1945 244.83 
Onmiee Gepiinpian @ ENASD161286Y 16" 12 e Grey | 2204551 | 256.14 
© ASA61 gray powder paint finish enclosure, white panel @ EN4SD16166GY 16” 16” 6 Grey 16F1946 262.80 
@ EN4SD16168GY 16” 16" 8 Grey 90B7612 276.77 
@ EN4SD16208GY 16” 20" 8° Grey 16F1949 296.73 
@ EN4SD201610GY 20” 16” 10” Grey 9401535 303.38 
@ EN4SD20166GY 20” 16” 6 Grey 16F1947 281.42 
@ EN4SD20168GY 20" 16" 8" Grey 16F1950 296.73 
@ EN4SD20206GY 20" 20" 6 Grey 16F1948 303.38 
@ EN4SD20208GY 20” 20” 8" Grey 16F1951 320.68 
@ EN4SD24168GY 24” 16” 8" Grey 16F1952 317.34 
@ EN4SD242010GY 24" 20" 10° Grey 50H3984 353.28 
> CONTINUED > > CONTINUED > 
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NEMA ENCLOSURES 


ECLIPSE NEMA 4 WALL MOUNT ENCLOSURES (CONT.) Panels 


Price Each Panels for 1414, EJ and PJ Series Enclosures. 14 gauge steel panels are finished in white. 
Mfg. Part No. Height | Width | Depth | Color | StockNo. | 1-9 | Price Each 
Steel Mfg. Part No. Height Width Stock No. 1-9+ 
@ EN4SD242012GY 24" 20" 12° Grey 0102676 391.20 White, Fits PJ1084 & PJ1086 
@ EN4SD24206GY 24" 20" 6" Grey 50H3988 333.32 @ 14R0907 8.75" 6.88 * 50F8481 9.20 
@ EN4SD24208GY 24" 20" 8" Grey 16F1962 343.96 White, Fits PJ12106 
@ EN4SD24248GY 24” 24° 8° Grey 90B9350 371.91 @ 14R1109 10.75 * 8.88 * 50F8482 12.40 
PIM_7034 White, Fits PJ14126 
@ 14R1311 12.75“ 10.88 “ 50F8483 16.12 
White, Fits PJ16148 
ECLIPSE INNER PANELS TAANRACIUPING. @ 14R1513 14.75“ 12.88 “ 50F8484 20.97 
LL’ White, Fits PJ18168 
@ P1868 | 16.88 “ 14.88 “ 50F8485 29.55 
Geptimaian White, Fits PJ20168 
Available @ P2068 18.44 “ 14.44 “ 50F8486 44.49 
( NEMA ) White, Fits PJ664 
@ 14R0505 4.88“ 4.88 “ 50F8479 6.57 
White, Fits PJ864 
@ 14R0705 6.75“ 4.88 “ 50F8480 7.37 
PIM_5470314 
@ Larger than standard NEMA panels @ Finished in white 
@ Designed with corner notches for easy installation © @ Other sizes are available; go online or call 
SaEan| «OC STEEL HOLE PLUGS HAMMOND 
Mfg. Part No. Height Width Stock No. 1-9+ sae 
White oe 
@EP1212 10.2" 10.2" 16F1964 16.78 / = Eeeinp fant 
@ EP1612 14.2" 10.2“ 16F1965 21.64 ~*~ Available 
@ EP1616 14.2* 14.2° 16F1966 41.12 
@ EP1620 14.2* 18.2 * 16F1967 47.20 
SEZ ie ; Mae 7 ISRI968 ele) HP series steel hole plugs are designed to seal unused pushbutton holes, conduit openings and knockout holes 
@ EP2020 18.2 18.2 16F1969 56.65 against dust, oil and water. Plugs have oil-resistant gasket and are secured with an 8-32 x 3/4” threaded stud 
@ EP2024 18.2“ 22.2“ 24B4520 72.34 and plated wing nut. Steel hole plugs are finished in gray. Stainless steel in a brushed natural stainless finish. 
@ EP2416 22.2" 14.2° 16F1970 56.21 Hole Price Each 
@ EP2420 22.2" 18.2 “ 16F1942 72.34 Mfg. Part No. Diameter Stock No. 1-94 
@ EP2424 22.2" 22.2" 24B4523 81.26 Painted Steel, 0.5” Conduit 
@ EP2442 22.2" 40.2“ 24B4525 137.57 @ HP50 1.38" 66F7223 7.14 
@ EP3024 28.2 “ 22.2“ 24B4527 101.21 Painted Steel, 0.75” Conduit 
@ EP3624 34.2“ 22:2" 24B4531 117.62 @ HP75 1,06" 66F7225 8.94 
@ EP3648 34.2" 46.2* 24B4534 214.89 Painted Steel, 1.25” Conduit 
@ EP3660 34.2“ 58.2 “ 24B4535 262.80 @ HP125 2.19" 66F7211 12.99 
PIM_7032 Painted Steel, 1.5” Conduit, 
Se @ HP150 2 66F7213 12.60 
NEMA 4, 4X NON-METALLIC ENCLOSURES HAMMOND Painted Siselt Sondutt 
MANUFACTURING... @ HP100 1.88" 66F7209 11.71 
LL’ Painted Steel, 2” Conduit 
sits @ HP200 3 66F7215 16.29 
Gee tinpian Painted Steel, 22mm Pushbutton 
Malate “@ HP22 1.22" 66F7217 7.44 
@) @ Painted Steel, Standard Pushbutton 
@ HPB 1.75" 66F7227 9.06 
Stainless Steel, 0.5” Conduit 
=< @ HP50SS 1,38” 66F7224 Aad 
© Molded, fiberglass-reinforced polyester with © Fiberglass material that is easily punched, drilled Staines sieel Ore Comutt 
matching ener of sawed , @ HP75SS 1.56" 66F7226 21.40 
© Stainless steel hinge © Snap-latch and hinged screw-cover versions Stainless Steel, 1.25” Conduit 
© Latches and wall-mounting hardware @ HP125SS 2.19" 24B4621 32.95 
UL listed, CSA certified. Optional white panels available separately below. Stainless Steel, 1” Conduit 
Price Each @ HP100SS 1.88” 88F5145 28.57 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ Stainless Steel, 2” Conduit 
Fibreglass, Hinged Door with Screws @ HP2008S 3 66F7216 41.08 
@ PJ664H 6.1" 6.1" 4.13" Grey 50F8471 106.27 ae 
@ PJ864H 8" 6.12” 4.13" Grey 50F8472 110.28 Z 
@ PJ1086H 10.13” 8.26" 6.13” Grey 50F8473 127.28 
@ PJ12106H 12.13" 10.26” 6.13" Grey 50F8474 151.86 WATERTIGHT ABS PLASTIC AND POLYCARBONATE /4 CNS LIRnE. 
@ PJ14126H 14.13" 12.26" 6.13" Grey 50F8475 162.11 NEMA ENCLOSURES LL’ 
@ PJ16148H 16.27" 14.4” 8.13" Grey 50F8476 188.74 
@ PJ18168H 18.4” 16.4” 8.13" Grey 50F8477 263.82 - Ge tinoian 
Fibreglass, Lift-Off Cover with Screws é - Available 
@ PJ1086L 10.13” 8.26" 6.13" Grey 50F8465 144.97 NEMA ) 
@ PJ12106L 12.13” 10.26” 6.13” Grey 50F8466 159.60 7 
@ PJ14126L 14.13” 12.26” 6.13” Grey 50F8467 190.13 Wes 
@ PJ16148L 16.27" 14.4" 8.13" Grey 50F8468 213.63 i i F 
© PJ20168L 0" 16° 813" Grey 50F8470 429.58 ABS Plastic w/ Solid Lid Polycarbonte w/ Clear Lid 
PIM_6859 Polycarbonate w/ Solid Lid 
> CONTINUED > 
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NEMA ENCLOSURES 


WATERTIGHT ABS PLASTIC AND POLYCARBONATE NEMA ENCLOSURES HEAVY-DUTY STEEL PANELS FOR 1554 SERIES HAMMOND 
(CONT.) WATERTIGHT ; MANUFACTURING... 
© Suited for mounting PC boards or DIN rail mounted —_1554C series) ENCLOSURES : LL’ 
components @ Molded-in vertical PC card guides (except 1554B 
© Designed to meet IP66 and NEMA 4, 4X, 12 and series) RoHS | 
13 ratings © Light gray (RAL 7035) color compte 


@ Molded-in internal DIN rail mounting tabs (except 


1554 series watertight NEMA enclosures feature gasketed lid with two-piece “tongue and groove” construction 
to provide protection against access of oil, dust and water. Gasket is factory-poured using a high-temperature, UL 
listed silicon material. Lid is secured with self-captivating M4 stainless steel machine screws (included), threaded 
into integral stainless steel bushings. Internal threaded (M3) integral brass inserts and standoffs (designed for 


M3.5 or #6 self-tapping screws) for PC board or inner panel mounting in all versions except mfg. part no. 
1554B sizes. Mfg. part no. 1554xGY general-purpose ABS plastic enclosures carry a UL94HB flammability T 4 
rating and not recommended for outdoor use. Polycarbonate enclosures carry a UL945V flammability rating and Ideally suited for mounting components in 1554 series watertight ABS plastic and polycarbonate NEMA 
play deeliel tn Sp ase ba et ememlng polycarbonate enclosures feature a clear lid that enclosures. Galvanized 14-gauge steel construction. Natural finish. Mounting hardware included. 
Price Each 
eniesiEach! Mfg. Part No. Height Width StockNo. | 4-9* 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ a ; 
ABS Unfinished, B Size Enclosures : : 
@ 1554BGY 2.6” 2.6" 1.6" Grey 98H1100 10.16 rae C.D Size | _2 = bead oe 
@ 1554EGY 35" 35" 24" Grey gsHi110 | 11.22 Sisica. ve rE 9BH1104 ae 
Sick an 2 ne Grey Serta uilr2G Unfinished, E Size Enclosures 
@ 15540GY ar" 26 | 24" Grey CM ida @ 1554EPL 3.4" 34 98Hi111 8.00 
@ 1554FGY 47 3.5" 24" Grey sony eH) Unfinished, F, G Size Enclosures 
@ 1554GGY 47" 35” | 3.15" Grey 98Hi118 | 15.84 ie ESIFPL PEL rE 98H1115 7.95 
SaNGh, ads bil ad Grey Sens 18:08 Unfinished, H, T Size Enclosures 
@ 1554PGY 47” 47" 3:18" Grey 98H1135 19.30 © 1554HPL 66" 42° 98H1122 9.20 
Stoney. Ost ae af Grey eerala24 ieee Unfinished, J Size Enclosures 
@ 1554KGY 6.3” 3.5" 3.5” Grey 98H1128 19.30 @ 1554JPL 58° 3 98H1125 879 
Seiher be oe ae Grey Sane 25106 Unfinished, N, P Size Enclosures 
© 1554SGY 63" | 63 | 38" Grey SS HNISE ESOI0S © 1554NPL | 424" a2 9BH1132 8.57 
eieicy io pall aad Grey Cue 1991 Unfinished, R, S Size Enclosures 
@ 1554TGY 7.1" 47° 35° Grey 98H1145 26.19 @ 1554RPL 5.94" 58" 98H1139 5.97 
@ 1554UGY 7.9” 47° 3.5” Grey 98H1148 28.59 Unfinished, U Size Enclosures 
ican ae SS as li Ses cee @ 1554UPL 76" 4.2" 98H1149 974 
A ee at ae eH a i ot 57° 9BH1153 12.44 
@ 1554E2GY 3.5” 3.5” 2.4" Grey 98H1112 17.93 PIM_78870 
@ 1554C2GY 47° 2.6" 1.6" Grey 98H1105 15.51 a 
@ 1554D2GY 47" 2.6" 2.4" Grey 98H1108 16.42 
@ 1554F2GY ar 35° 2.4" Grey g8H1116 | 18.95 NEM 4 hae ues NOTES HT ENGL OSURES /MUNUEACTURING.. 
@ 1554G2GY Ar 35° 3.15" Grey SCH MY 22.16 e ideal for foes PC boars or DIN rail ‘mounted romporeié LL’ 
9 Pp 
@ 1554N2GY 47" 47 2.4" Grey 98H1133 21.21 © Smoked transparent polycarbonate lid 
@ 1554P2GY a ar” 3.15" Grey 98H1136 27.14 ® Constructed of light gray polycarbonate (UL94 Gesinpian 
@ 1554J2GY 6.3" 3.5" ae Grey 98H1126 14.73 e pile a “tongue and groove” nee 
@ 1554K2GY 6.3” 3.5” 3.5” Grey 98H1129 24.54 construction (Pes 
@ 1554R2GY 63” 63" 24" Grey 98H1140 34.78 @ Integral Stainless steel bushings (for repetitive 
wo 155482Gy | 6.3" 63" 88" Grey | 9BH1143 | 33.46 ° Alls ibrar eel ® to avoid corrosion (EMA ) 
@ 1554H2GY iat 47° 2.4" Grey 96H0515 27.12 caused by dissimilar metals 
@ 1554T2GY el 47 3.5” Grey 98H1146 34.78 Includes self-captivating M4 stainless steel machine 
@ 1554U2GY ie as oo Grey SUAS 31.49 pie ie im ieee oe arte eeeret Threaded M3 integral brass inserts and/or standoffs (#6 self 
@ 1554V2GY 9.4" 6.3" 3.5" Grey 98H1154 43.34 tapping screws) for PC board or inner panel mounting in all but the smallest size (mfg. part no. 1554B2GYSL). 
Polycarbonate, Clear Lid Vertical PC card guides (for 1.5 mm thick PC boards) are molded in all but the smallest size enclosure (mfg. 
@ 1554B2GYCL 26" 26 | 16° | Grey, Transparent | 98H1102 | 1252 part no. 1554B2GYSL). 
© 155402GYCL ea 26" 16" Grey, Transparen 98H1106 16.40 Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
“essan2cvor | 47 | 26° | 24" | Grey Transparent | 9841109 | 19.a7 Polycarbonate 
© 1554F2GYCL ea 35" yu Grey, Transparen 98H1117 12.54 @ 1554E2GYSL 3.5” 3.5” = Grey 05N0005 20.29 
© 1554G2GYCL ar | 35° | 32° | Grey, Transparent | 98H1120 | 23.16 See = a = Grey _| SDS ESS es 
© 1554N2GYCL 47 | 47 | 24 | Grey, Transparent | 98H1134 | 26.14 LanORD ed ae ed al la 
© 1554P2GYCL ar__|_47_| 3.18" | Grey, Transparent | 98H1137 | 28.40 Silsot 2oysl iY af sid Grey [USNUGISs Sr 
© 1654J2GYCL 63" 35° | 24° | Grey, Transparent | 98Htt27 | 14.93 @ 1554V2GYSL ial 6.3" 35" Grey 52M9489 | 45.36 
© 1554K2GYCL 6.3" 35° | 35° | Grey, Transparent | 98H1130 | 28.40 pMenipe 
@ 1554R2GYCL 6.3” 6.3" 2.4" Grey, Transparen 98H1141 39.03 
@ 1554S2GYCL 6.3” 6.3" 3.5" | Grey, Transparent | 98H1144 | 39.13 WATERTIGHT ABS PLASTIC AND POLYCARBONATE M4 Praca 
@ 1554H2GYCL it 47” 2.4” Grey, Transparen 98H1123 30.67 NEMA ENCLOSURES WITH STYLED LID * 
@ 1554T2GYCL 7.1" 4.7" 3.5" Grey, Transparen' 98H1147 36.41 bb’ 
@ 1554U2GYCL 7.9" 4.7" 3.5” Grey, Transparen' 98H1151 32.15 Ose 
@ 1554V2GYCL 9.5” 6.3" 3:5” Grey, Transparen' 98H1155 45.36 Available 
PIM_78698 (e6 
Feet (REMA) 
Price Each 
Mfg. Part No. Stock No. 1-9+ 
Feet Kit (4 Ea. Feet, Screws & Nuts) 
@ 1554FT 61K2259 8.62 ABS Plastic Polycarbonate 
PIM_5512155 
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WATERTIGHT ABS PLASTIC AND POLYCARBONATE NEMA ENCLOSURES 


with TYLED 


components 


© Designed to meet IP66 and NEMA 4, 4X, 12 and 


13 ratings 


CONT. 

TH st YLED LIP (CONT) sy rail mounted @ Molded-in internal DIN rail mounting tabs 
@ Molded-in vertical PC card guides 

© Popular light gray (RAL 7035) color 


1555 series watertight NEMA enclosures feature “styled” lid with smooth recessed surface for membrane keypad 
or label. Standoffs are molded in the interior of the lid in all versions except mfg. part no. 1555B size. The lid 
gasketed is two-piece “tongue and groove” constructed to provide protection against access of oil, dust and 
water. Gasket is factory-poured using a high-temperature, UL listed silicon material. “Styled” lid is secured with 
self-captivating M4 stainless steel machine screws (included), threaded into integral stainless steel bushings. 
Internal threaded (M3) integral brass inserts and standoffs (designed for M3.5 or #6 self-tapping screws) for 
PC board or inner panel mounting. Mfg. part no. 1555xGY general-purpose ABS plastic enclosures carry a 
UL94HB flammability rating and not recommended for outdoor use. Mfg. part no. 1555xB2GY polycarbonate 
enclosures carry a UL945V flammability rating and are recommended for outdoor use. 


@ Indicates RoHS Compliant 


ROLEC® MODULAR DIE-CAST ALUMINUM 


ENCLOSURES 

© Meets NEMA 1, 2, 3, 3R, 4, 4X, 5, 12, 13 

@ Aluminum die-cast G Al SI 12/DIN 1775 

© Captive stainless steel screws are standard 

@ Neoprene oil- and petrol-resistant gasket 

standard (-30°C to +100°C) 

Meets IEC enclosure IP65 classification 

Single-channel fastening system 

© Trouble-free turning 90° to 90° with square en- 
closure by synchronous arrangement of channels 

@ External mounting feet can be turned through 
90° 

© Enclosures have inner blind holes 

@ RAL 7032 gray powder paint finish 


4] Find Datasheets Online 


HAMMOND 


MANUFACTURING... 


bb’ 


RoHS 
Compliant 
Available 


| Price Each Price Each 
Mfg. Part No. Height__| Width Depth Color__|__ Stock No. 1-94 Mfg. Part No. Height | Width | Depth | Color | StockNo. | 1-9 
ABS Aluminium 
@ 1555867 eu 20. 1.6" Grey 98H1156 9.97 @ R100-060-000 2 26" 16° Grey S1F3545 40.00 
@ 1555CGY An 2.6" 16" Grey 98H1158 10.98 @ R100-062-000 2.6" 2.6" 1.6" Grey 51F3546 46.01 
@ 1555DGY 47° 26 2.4” Grey 98H1160 12.25 @ R100-080-000 3.2” 3.2” 2.4" Grey 51F3549 67.38 
@ 1555FGY ua 3.5" 2.4" Grey 98Hi164 | 15.07 @ R100-064-000 a 26" 1.6" Grey 51F3547 55.32 
@ 1555PGY 47 4 3.15" Grey 98H1176 18.93 @ R100-100-000 4 4" 3.2" Grey 51F3552 99.03 
@ 1555JGY 6.3" 3.5" 24" Grey 98H1170 17.16 @ R100-082-000 48" 3.2" 24" Grey 51F3550 85.44 
@ 1555KGY 6.3" 3.5" 3.5" Grey 98H1172 18.93 @ R100-120-000 48” 4.8” 4" Grey 51F3555 150.77 
@ 155SHGY iil tl = Grey 9BH1168 | 19.54 @ R100-066-000 e 26 16" Grey 51F3548 72.80 
@ 1555TGY 71" 4 3.5" Grey 98H1182 25.70 @ R100-102-000 a 4 3.2" Grey 51F3553 121.06 
@ 1555UGY 7.87" 4.72" 3.54” Grey 98H1184 28.05 @ R100-084-000 6.4" 3.2" 2.4" Grey 51F3551 90.38 
@ 1S56VGY a4 6.3" 3.5 Grey 98H1186 | 35.02 @ R100-160-000 6.4" 64" a Grey 51F3558 | 183.69 
Polycarbonate @ R100-122-000 72 48" ry Grey 51F3556 158.64 
@ 1555B2GY 2.6” 2.6” 1.6” Grey 98H1157 11.28 @ R100-104-000 38” 4" 3.0" Grey 51F3554 143.11 
@ 1555E2GY 3.5” 3.5” 2.4" Grey 98H1163 16.40 @ R100-200-000 8” 8” 4.8" Grey 51F3562 411.30 
@ 1555P2GY 47" 4r 3.15" Grey 98H1177 26.61 @ R100-124-000 9.6" 4.8" 4" Grey 51F3557 177.27 
© 1555J26Y 6.3" 35° 2.4" Grey 98H1171 22.46 @ R100-162-000 9.6" 64" ry Grey 51F3559 | 230.69 
@ 1555S2GY 6.3" 6.3" 3.5" Grey 98H1181 31.09 @ R100-202-000 12" 8" 4.8" Grey 51F3563 442.19 
@ 1555H2GY a" 4 24" Grey 98H1169 26.17 @ 100-164-000 12.8" 64" a Grey 51F3560 276.77 
@ 1555T2GY Ta ar 3.5" Grey 98H1183 34.13 PIM 7h8 
@ 1555U2GY 79° 47 3.5" Grey 98H1185 30.88 = 
@ 1555V2GY 9.4" 6.3" 3.5" Grey 98H1187 42.51 WATERTIGHT NEMA DIECAST ALUMINUM FAKINIGNE 
PIM_78702 ENCLOSURES MANUFACTURING... 
WATERTIGHT FLANGED LID ENCLOSURES HAMMOND 
MANUFACTURING. 


@ Meet IP67 & NEMA 4, 4x, 12 & 13 ratings 
@ Ideal for mounting PC boards, panels or DIN rail mounted components 
@ Designed for wall mounting (interior is secure as 

lid screws are behind the lid) 
@ Light gray (RAL 7035) satin texture finish with 
smooth recessed surface on lid for a membrane 
keypad or label 
Standoffs molded in the interior of the lid and - 
enclosure designed for #6 x 1/4” self-tapping 


RoHS _ 
Compliant 
LL’ Available 


RoHS 
Compliant 
Available 
; 
=e 
wg. 
ae 


Mfg. part no. 1590Z watertight aluminum diecast enclosures are designed to meet IP65 (dust and hose proof). 


(P67 These enclosures are perfect for housing sensitive electrical, pneumatic, hydraulic and electronic assemblies. 
SONS. ee They feature natural finish, a recessed silicon rubber gasket and captive, recessed stainless steel lid screws. 
© ABS plastic (UL flammability rating of UL94 HB) Wall mountable using “through-box-blind hole” construction outside of gasket protection. North America Mark of 
not recommended for outdoor use Safety - UL and UL listed. Certified to NEMA 4X standards (UL508)-file# E65324. 
@ Polycarbonate (UL flammability rating of UL94 VO / 5VA @ 3mm) recommended for - 
outdoor use Price Each 
@ Gasketed lid with two piece “tongue and groove” construction Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
@ Flanged lid secured with self-captivating M4 stainless steel machine screws (included), Aluminium 
threaded into integral stainless steel bushings a 7 7 : 
© Internal DIN rail mounting tabs molded into lid (except mfg. part nos. 1555CF22 & @ 15902060 2 1.77 1.18 Unfinished 04¢5271 14.75 
1555CF42) @ 15902061 2.5” 2.3" 1.42” Unfinished 04C5274 21.83 
Price Each @ 15902110 2.94" 3.14” 2.04” Unfinished 87F2509 24.79 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ @ 15902100 2.94" 3.14” 2.04" Unfinished 83F8760 26.31 
ABS @ 15902062 3.86" 2.52" 1.42” Unfinished 0405275 19.85 
@ 1555CF22GY 47" 2.6" 1.65" Grey 79R5338 14.82 @ 15902119 4.8” 4.72" 3:2" Unfinished 04C5277 52.05 
@ 1555FF17GY 47° 3.6” 1.47” Grey 79R5342 15.44 @ 15902120 4.92” 3.15” 2.4" Unfinished 87F2510 31.90 
@ 1555FF42GY 47 3.6” 2.44” Grey 79R5343 16.01 @ 15902063 5.9” 25" 1.42” Unfinished 04C5276 29.24 
@ 1555JF42GY 6.3" 3.6” 2.44” Grey 79R5346 16.50 @ 15902160 6.3” 6.3” 3.55” Unfinished 88F2362 70.35 
@ 1555JF17GY 787" 3.57" 1.48" Grey 79R5345 16.63 @ 15902130 6.9 3.15” 2.1” Unfinished 87F2511 35.72 
Polycarbonate @ 15902135 6.9" 3.15” 2.44" Unfinished 83F8761 38.27 
@ 1555J2F42GY 1.47” 3.6” 6.3” Grey 79R5348 20.31 @ 15902231 7.9" 9.1" 4.4" Unfinished 0405285 87.12 
@ 1555C2F226Y 47 2.6" 1.65" Grey 79R5340 17.25 @ 15902150 8.7" 4.76" 3.2” Unfinished 87F2512 63.65 
@ 1555F2F17GY 47" 3.6" 1.47" Grey 77R3924 17.19 @ 15902162 10.24” 6.3” 3.54” Unfinished 04C5280 92.40 
@ 1555F2F42GY 47" 3.6" 2.44" Grey 79R5344 18.17 @ 15902235 13.18” 9.23" 4.36" Unfinished 39P8014 210.79 
@ 1555J2F17GY 7.87" 3:57" 1.48” Grey 79R5347 18.74 PIM_6923 
Price per 
Pkg. 
Mfg. Part No. Type Stock No. 1-1-9+ 
@ 1598ATS100 Screws 79R5349 10.19 
PIM_178863 
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TYPE 1 ENCLOSURES (HINGED COVER) (CONT.) 


TYPE 1 ENCLOSURES (HINGED COVER) 


aia eae bl tric knockouts on all four sides suitable f RoHs pene 
- ene 
ie sizes of easily removable concentric knockouts on all four sides suitable for en a Mfg. Part No. Height Width Depth Color Stock No. 19+ 
'y of applications Available 
© Recessed, slotted flush latch for security Steel 
: a ne ene 30 @ AHEBX6xX4 8" 6" 4 Grey 06B4672 = 
lounting holes on back of box 5 . 7 
® Provision for grounding @ @ AHE8X8X4 8 8 4 Grey 06B4673 48.12 
© 16 or 14 gauge steel Ns @ AHE8X8X6 8” 8" 6” Grey 06B4674 = 
@ Interior and exterior are finished with ANSI 61 gray polyester paint @ AHE10X8x4 40” 8” 4 Grey 92F092 ey 
Price Each @ AHE10X8X6 10” 8" 6 Grey 06B4653 — 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ @ AHE10X10X4 40” 10” 4° Grey 06B4651 63.24 
Aluminium @ AHE10X10X6 10” 10” 6" Grey 06B4652 74.76 
@ A-G04NFAL e” 4 3" Unfinished 06B5911 352.98 @ AHE12x8x4 Pa 3 rn Grey 0684658 62.52 
@ A-GO6NFAL 6 6 al Unfinished 06B5938 392.94 @ AHE12X10X4 12" 10" 4 Grey 06B4654 = 
@ A1008NFAL 10" 8" a Unfinished 527175 510.12 @ AHE12X10X6 12" 10” 6" Grey 06B4655 = 
PIM_210091 @ AHE12X12X4 12° 12° y Grey 19M8296 81.00 
@ AHE12X12X6 12" 12" 6" Grey 06B4657 94.68 
NEMA 1 SCREW COVER PULL BOXES Hoffmad @ AHE16X12X4 16" 12" 4 Grey 06B4659 = 
© Steel with ANSI 61 gray polyester powder paint finish @ AHE16X12X6 16” 12” 6” Grey 92F126 = 
inside and out, galvanized steel with natural finish also RoHS 7 7 7 
available; go online or call Gepiinpiat @ ANE 16X16X6 ie: ik Grey ade = 
© UL listed 50 file no. E27525 Type 1, CSA certified @ AHE18X12X4 18 12 4 Grey 06B4661 = 
ee a 84 Type 1, NEMA/EEMAC Type 1, IEC | @) @ @ AHE18X12X6 18” 12” 6” Grey 06B4662 = 
@ Perforated panels for mounting components without @ AHE18X18X6 18 1 é Grey osb4603 = 
drilling holes available online or call. @ AHE24X18X6 24” 18” 6 Grey 06B4664 = 
@ AHE24X24Xx6 24” 24" 6 Grey 06B4665 = 
@ AHE30X24X6 30” 24" 6" Grey 06B4666 = 
@ AHE36X24X6 36” 24" 6 Grey 06B4667 = 
Price Each @ AHE36X24X8 36" 24" 8" Grey 06B4668 = 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ PIM. 194892 
Steel, With Knockouts 
@ ASG8X8xX4 8" 8" 4" Unfinished 19M8320 = 
Steel, With Knockouts, Painted | NEMA 1 STEEL ENCLOSURES & ACCESSORIES Hoffman’ 
BEL, TEN ANOCKOUIS,, a - - © Steel construction with ANSI 61 gray powder painted 
@ ASEGX6X4 6 6 4 Grey 19M8306 10.60 inish inside and out over phosphatized surfaces RoHS 
@ ASEBX6X4 ry 6" r Grey 0684883 40.56 ee thu se enclosure doors have slotted flush latches Compliant 
7 . 7 and butt hinges 
@ ASEBXBX4 a g al Grey Ub EAEED) 41.16 @ 42” enclosures have continuous hinge and door and @) @ 
@ ASE8X8X6 8 8 6 Grey 19M8309 = body stiffeners for added rigidity 
@ ASE10X8X4 10” 8” 4 Grey 19M8301 54.00 e fed bee holes and provisions for mounting e 
" 7 optional panels 
@ ASE10X10X4 10 10 4 Grey 198299 53.88 © Order cylinder lock kit, T-handle latch kit and cutout 
@ ASE12X12X4 12" 12' us Grey 06B4837 69.12 emplate for conduit entry holes below 
@ ASE12X12X6 12" 42" 6" Grey 29M6873 81.00 @ White panels are also available: go online or cal 
@ ASE18X18X6 18" 18° 6" Grey 06B4857 we Mfg. part no. AL12AR cylinder lock kit includes cyclinder 
- = = lock, cam, all hardware and complete installation ! 
@ ASE24X24X6 24 24 6 Grey 06B4864 = instructions. Mfg part no. AL7A “T’-handle latch kit 
Steel, Without Knockouts includes mfg. part no. L7 “T’-handle all hardware and 
7 7 7 a complete installation instructions. Both the lock and latch kits fit NEMA Type 1 steel enclosures; order separately 
@ASCEXBKANK 8 7 : pontine ge Sol2 above. To install, simply remove the standard slotted flush latch and insert the kit. 
@ ASG10X8X4NK 10” 8" 4" Unfinished 06B4894 = Price Each 
SB ASCIOXIOXANK 10 dy 4 Unfinished [EROGBSSS0Rs oikSG Mfg. Part No. Height | Width | Depth | Color | Stock No. 1-94 
@ ASG12X12X6NK 12" 12" 6" Unfinished 06B4904 = Steel 
@ ASG18X18X6NK 18” 18" e” Unfinished 19M8315 = @ AGNES 6 e ¥ Grey 06B5831 88.77 
Steel, Without Knockouts, Painted @ ABN86 3° 3° 6 Grey 06B6142 Feta 
@ ASE4X4X4NK ad : = Grey 06B4877 24.36 @ A10N86 10" 3° e Grey 79M8340 141.45 
@ ASE6X6X4NK 7 e 7 Grey 19M8307 30.00 @ A1ON104 10" 10" e Grey 198337 GROG 
@ ASE8X6X4NK a : sd Grey 29M6874 40.56 @ A10N106 10" 10" e Grey 06B5035 156.40 
BASESKO NIN - - - —- — S16 @ A12N106 12° 10” 6 Grey 19m8347__| 471.35 
@ ASEBX8X6NK : : : rey a @ A12N124 12" 12° ry Grey 19M8349 172.80 
@ A-SE12X10X4NK 10 12 4 Grey 06B4834 = @ A12N126 rp Pa 6 Grey 19M8350 196.80 
@ ASE12X12X4NK 12” 12" 4" Grey 19M8303 69.12 @ AtAN126 1F Pa Grey 06B5141 214.80 
@ ASE12X12X6NK 12" 12” 6" Grey 06B4840 81.00 @ A14N128 1 Pa 3° Grey 719M8355 238.80 
@ ASE18X18X6NK 18 18 6 Grey 06B4858 _ @ AT6N12ALP 16" 1 6.62" Grey 19M8359 ROH 
PIM_72336 @ A16N126 16” 12” 6” Grey 19M8362 231.60 
@ A16N12BLP 16" 12" 8.62" Grey 92F8658 355.02 
TYPE 1 ENCLOSURES (HINGED COVER) Hohfaman’ @ A1GN20ALP 16" 20" 6.62" Grey 20M0923 401.38 
e nei 1 _ ' ‘detains @ A20N126 20" 12" e Grey 19M8367 265.20 
© Various sizes of easily removable concentric knockouts RoHS _ ; 7 ; 
on all four sides suitable for a variety of applications Gepeinpian @ AZON16ALP 20 16 6.62 Grey 19M8368 401.38 
© Recessed, slotted flush latch for security "\ @ A20N16BLP 20” 16” 8.62” Grey 19M8369 440.42 
: oo i, ace i 30 @ A20N20ALP 20" 20° 6.62" Grey 19M8372 442.86 
lounting holes on back of box ; " 7 
© Provision for grounding \ e O) @ A20N20BLP 20 20 8.62 Grey 19M8373 484.34 
© 16 or 14 gauge steel , fs @ A24N16ALP 24" 16" 6.62” Grey 92F8653 439.20 
© Interior and exterior are finished with ANSI 61 gray J @ A24N20ALP 24" 20” 6.62” Grey 92F8654 489.22 
polyester paint N @ A24N20BLP 24” 20” 8.62” Grey 92F8661 534.36 
: @ A24N24BLP 24" 24" 8.62" Grey 19M8381 545.34 
Price Each @ A36N24BLP 36” 24" 8.62” Grey 19M8386 699.06 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ @ A42N3009 42” 30” 9.25” Grey 06B5735 4312.72 
Steel Accessory 
@ AHE6X4x4 6” 4” 4 Grey 06B4669 -- Price Each 
@ AHEGX6X4 6" 6 4V Grey 19M8297 35.16 Mfg, Part No Stock No | Re | 
@ AHE6X6X6 6 6" e Grey 06B4671 = @ALIZAR 92F090 71.16 
>CONTINUED> = PMS! 
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NEMA ENCLOSURES 


Latches THERMOELECTRIC DEHUMIDIFIER & VENT DRAINS Hoffman’ 
Price Each © Removes 8 oz. of moisture in 24 hours 
=a = © Condenses moisture from internal enclosure air RoHS _ 
Mfg. Part No. Description Stock No. 1-9+ and standing liquids Compliant 
@AL7A T Handle Latch Kit, L7T Handle & Hardware 06B4733 34.56 © Built-in drain provision with plastic hose directs Avallaite 
PIM 5512153 collected moisture to NEMA 4/4X vent drain NEMA ) 
_ © Rotating side air vents direct recirculating air 
away from critical controls 
Panels @ Mounts via DIN rail on internal panel or mounts 
directly onto the inside bottom of enclosure 
Price Each above the vent drain 
Mfg. Part No. Height Width Stock No. 4-9+ @ Vent drain installs in a 7/8-in. hole in the bottom 
Gre of enclosure with provided nut or in a 1/2-in. 
ys : NPT/NPS threaded conduit hub 
@ AGNG6PP 43 74C6364 9.13 © Vent drain has a one-way mechanical shut-off when pressure is equalized to prevent 
@ A8N6PP 6.3“ 7406390 10.45 water and contaminants from entering the enclosure 
@ A8N8PP 6.3“ 74C6391 11.99 : . 
@ AIONSPP 83" 74C6300 For use with Hoffman enclosure; go online or call. 
108 Dehumidifier 
@ A10N10PP 8.3" 7406299 17.14 5 
@ A12N10PP 10.2“ 74C6305 18.92 orice East 
= 105 z 79Me360 = Mfg. Part No. Voltage Height Width Depth Stock No. 1-9+ 
SAIONI2M 2658 @ HOOMITTER aavoc | 589° | 532° | 559" | 15R3304 | 1058.96 
@ A12N12PP 10.6 * 19M8348 23.69 Vent Drai 
@ A14N12PP 12.2° 19M8354 26.22 ent Drains 
@ A16N12PP 143° 74C6317 29.33 ; enceleachl 
eta a eel el zen aN Non Mi Rea 4X | Cond = = a Tau? on 
F es, lon Metallic Vent Drain Type ondensation and Pressure 87.00 
@ A24N16MPP 14.5 74C6340 54.51 Compensation Devices 
@ A20N12PP 18.3 19M8366 37.68 YesAVDR4SS4 Vent Drain Condensation and Pressure] 15R3393 | 176.40 
@ A16N20MPP 18.5“ 74C6319 44.16 Compensation Devices 
@ A20N20MPP 18.5“ 19M8374 59.92 PIM_152511 
@ A24N20MPP 18.5 * 74C6341 67.51 
NINE 5" 19M8382 126.50 ZONEX™ ATEX- and IECEx-CERTIFIED, TYPE 4X, HINGED Polfaman’ 
@ A30N24MPP 22.5“ 3109873 171.35 COVER 
@ A36N24MPP 22.5“ 19M8387 175.95 @ 10-mm brass internal/external bonding provision @ 
White. © Type 316 stainless steel quarter-turn latch with d us 
8.25" 8.25" 0685033 slated wisett 
@ A10N10P : . 16.56 @ Large 3-mm-thick, flat gasketed gland plate(s) (66 
@ A14N12P 12.25 “ 10.25 “ 06B5139 26.52 © Continuous seal gasket on door and gland 
@ AT6N12MP 13° ‘ 92F8672 27.37 plate(s) fan C € 
7 @ Hardware for panel and bonding provisions 
@ A-16N16MP 13 : 92F8673 34.85 included 
@ A16N20MP 13° 18.5 “ 51M8665 42.78 © Operating temperature range: -40°C to +70°C 
« « standard polyurethane gasket 
SseNIEE ibs ne (SMeset ange © Increased safety: Ex e. IECEx e certified 
@ A20N16MP 47 14.5“ 19M8370 42.78 @ #4 brushed finish 
@ A20N20MP 17" 18.5 * 92F8676 57.96 @ NEMA/EEMAC Type 4, 4X, 12 
@ A20N12P 18.25" 10.25" 92F107 34.85 @ IEG 60628, IP66 
@ A24N16MP at" 14.5" 19M8380 52.44 ZONEX™ Enclosures are designed and certified to meet ATEX Directive 94/9/EC as well as IECEx standards for 
@ A24N20MP 21" 18.5 “ 92F8678 65.21 increased safety in housing electrical components in Zone 1 and Zone 2 applications. 
@ A24N24MP 21“ 22.5“ 92F8679 128.40 Price Each 
@ A30N24MP 26“ 22.5" 92F8680 172.80 Mfg. Part No. Height Width Depth Stock No. 1-2+ 
@ A36N24MP 32“ 22.5" 92F8682 175.20 Stainless Steel 
White, Panels @ EXE12126SS61 12" 12° e 9271138 1994.20 
@ AGNG6P 4.25° 4.25“ 19M8393 8.47 @ EXE12128SS61 12" 12" 8° 9271139 2015.44 
@ A8N6P 6.25 “ 4.25“ 51M8667 10.12 @ EXE16126SS61 16” 12” 6" 9271140 2311.62 
@ ASN8P 6.25 “ 6.25 “ 92F100 11.77 @ EXE16128SS61 16” 12” 8" 9271141 2599.54 
@ A10N8P 8.25 “ 6.25 “ 19M8338 13.75 @ EXE16166SS61 16" 16" ” 9271142 2815.48 
@ A12N10P 10.25 “ 8.25 “ 06B5092 18.37 @ EXE16168SS61 16" 16" 8° 9271143 2952.36 
@ A12N12P 10.25 “ 10.25 “ 06B5095 12.53 @ EXE20166SS61 20” 16” 6” 9271144 2747.04 
@ A48P36 33" 45“ 19M8392 451.40 @ EXE20168SS61 20° 16” 8” 9271145 3291.02 
@ A42P30 39“ an 92F124 342.82 @ EXE20208SS61 20" 20" 8" 9271146 3676.88 
PIM_5512152 @ EXE24208SS61 24” 20" 8" 9271147 3817.30 
@ EXE242412SS61 24” 24” 12" 9271148 5062.20 
SCREW COVER DSC ENCLOSURES h ‘é @ EXE24248SS61 24” 24" 8" 9271149 4193.72 
: ' Be Pat it 6 6 wan @ EXE30208SS61 30” 20° 8" 9271150 4141.80 
Units are designated for use as electrical junction boxes, - pals 7 = = 
terminal wiring boxes, and instrument housings, and are pes / ‘ Geena @ EXE30248SS61 30 24 8 9271151 5171.94 
suitable for use with liquidtight flexible conduit. Meets NEMA ‘ Available @ EXE303012SS61 30” 30” 42” 9271152 6907.72 
enclosure type 4, 6, 12 and 13 and IEC 60529 enclosure IP66 7 7 * 
classification. UL listed, CSA certified. ) & ae * a : a S586.76 
Accessories 
& a Price Each 
Mfg. Part No. Type Stock No. 1-1-9+ 
@ EXEBDM20SS6 Ex e Breather Drain, M20 Thread 26X9668 104.76 
@ EXEBDM25SS6 Ex e Breather Drain, M25 Thread 26X9669 141.60 
Price Each PIM_212903 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
Steel 
@ A443DSC 3.5” 4 2:75" Grey 06B5764 83.49 
@ A402DSC 4" 2" 2 Grey 16F254 43.56 
@ A404DSC 4 4 2.62" Grey 06B5711 72.84 
@ A403DSC 4.5” 2.88” 2.62" Grey 99F7976 56.52 
@ A643DSC 5.75” 4 2.75" Grey 16F255 67.44 
@ A843DSC 8" 4 2.75" Grey 16F256 111.78 
@ A1043DSC 10.25” 4 2.75" Grey 98H3702 125.35 
PIM_7024 
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ZONEX™ ATEX- and IECEx-CERTIFIED, TYPE 4X, SCREW 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NEMA ENCLOSURES 


WALL-MOUNT NEMA TYPE 12 AND 13 JUNCTION BOXES (CONT.) 


COVER Price Each 
© 6-mm brass internal/external bonding provision E — Mfg. Part No. Height Width Depth Col Stock No. 1-9+ 
© 1-piece continuous gasket on door; Type 316 stainless nh... | Ws aaa “3 : ali —_ Sess 
steel cover screws Steel 
@ Internal weldnuts for panel or DIN rail mounting (IP) 66 @A1412SC 14” 12" 6 Grey 92F094 298.90 
@ Hardware for panel and bonding provisions included 14” 12” 6" G 19M8356 
© Operating temperature range: -40°C to +70°C stand- C € SAIICH 7 7 = ey 1008 
ard;-55°C to +180°C optional silicone gasket @ A14128CH 14 12 8 Grey 96F4694 313.54 
© Increased safety: Ex e. ATEX and IECEx certified | | @ A1614CH 16” 14" 6 Grey 19M8363 324.52 
© #4 brushed finish on external surfaces 16” 14" 6" G 99F8911 
@ NEMA/EEMAC Type 4, 4X, 12 @A1614SC : : ; rey 346.48 
© IEC 60529, IP66 @ A16148CH 16 14 8 Grey 96F4695 357.46 
ZONEX ™ Accessory 
Enclosures are designed and certified to meet ATEX Directive 94/9/EC and IECEx standard for increased safety 5 
in housing electrical components in Zone 1 and Zone 2 applications. Price Each 
Price|Each Mfg. Part No. Type_ Stock No. 1-1-9+ 
Mfg. Part No. Height Width Depth Stock No. 19+ @ACLIC Lock kit 0684538 71.16 
Stainless Steel @ APLKJIC Padlock Kit 06B4774 25.19 
@ EXE443SS6 4° 4" 3” 9271154 629.52 PIM_76734 
@ EXE664SS6 6" 6" 4 9271155 721.02 
@ EXE774SS6 7 7 4" 9271156 902.80 Panels 
@ EXE965SS6 8.5" 5.75” 5” 9271157 1078.48 Price Each 
@ EXE10105SS6 10” 10" 5° 9271137 1344.44 Mfg. Part No. Height Width Stock No. 1-9+ 
Price Each White, 
Mfg. Part No. Type Stock No. 1-1-9+ @ A8P8 6.75“ 6.88 “ 96F4641 14.40 
@ EXEBDM20SS6 Ex e Breather Drain, M20 Thread 26X9668 104.76 @ A10P10 8.75 “ 8.88 “ 96F4643 18.63 
@ EXEBDM25SS6 Ex e Breather Drain, M25 Thread 26X9669 141.60 White, Steel 
PIM_212904 @ AGP4 4.88 “ 2.88 “ 16F257 8.88 
@ AGPG 4.88 “ 4.88 “ 89F5421 10.92 
6.75“ 4.88 “ 89F5422 
WALL-MOUNT NEMA TYPE 12 AND 13 JUNCTION BOXES 9% , oar tect 
@ A10P8 8.75 6.88 89F5423 16.44 
_ Rolls ane @A12P10 10.75“ 8.88 “ 89F5424 22.20 
Seo rie @A12P12 10.75 10.88 ° 96F4601 25.80 
| @) G @A14P12 12.75“ 10.88 “ 96F4602 28.80 
@ A16P14 14.75“ 12.88 * 96F4603 38.04 
PIM_5470318 


W 


Steel Box w/ Continuous Hinge 


Steel Box w/ Screw Cover 


© NEMA Type 12 and 13, IEC60529, IP65 

© Designed for indoor use to protect electrical, 
electronics or pneumatic components from dust, 
dirt, oil and water 

© Choice of CH series continuous hinge or SC 


with an ANSI 61 gray polyester powder finish 
inside and out 

@ All boxes have an oil-resistant gasket and feature 
continuously welded and ground smooth seams 

@ Weldnuts provided for mounting optional white 
series screw cover single-door designs 14-gauge steel panels which can be ordered 

© Constructed of 14- or 16-gauge steel and coated separately; go online or call 

Mfg. part no. ACLJIC keylock kit and mfg. part no. APLKJIC plated steel padlock kit are designed for field 

installation in junction boxes. Helps to maintain a watertight and dust-tight seal. Both kits include Installation 

instructions. 


WALL-MOUNT NEMA TYPE 12 AND 13 JUNCTION BOXES 


RoHS 
Gein pliant 

Available 
O€ 


3 Point Latch Kit, Key Lock, CCW 


Aluminum Box w/ Continuous Hinge 


Price Each @ NEMA Type 12 and 13, IEC60529, IP65 © Constructed of 14- or 16-gauge steel and coated 
Mfg. Part No. Height Width Depth Color StockNo. | 1-9 © Designed for indoor use to protect electrical, with an ANSI 61 gray polyester powder finish 
electronics or pneumatic components from dust, inside and out 
Steel dirt, oil and water ©@ All boxes have an oil-resistant gasket and feature 
@ A404CH 4" 4" 3” Grey 96F4671 96.36 © CHAL series aluminum, continuous hinge boxes continuously welded and ground smooth seams 
enioasc oe | cy: iced inetolmet a tetreaeiies. “¢ Veins ariel nota vy 
@ AG04SC 6” # 3” Grey 16F249 112.20 assure watertight seal 
@ AG04CH e aa 3” Grey 96F4672 110.16 Mfg. part no. APLKJIC plated steel padlock kit are designed for field installation in junction boxes. Helps to 
@ AG044CH 6” 4" 4" Grey 96F4674 106.81 maintain a watertight and dust-tight seal. Kit includes installation instructions. 
@ A6044SC 6" 4" 4 Grey 16F248 118.56 Price Each 
@ AG06SC 6” 6” 4 Grey 16F250 430.80 Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
@ AG06CH 6 e 4 Grey 19M8396 126.00 Aluminium 
@ A806SC 8” 6” 3.5” Grey 16F252 140.40 @ AG06CHAL 6” 6" 4’ Unfinished 19M8397 390.72 
@ A806CH 8” 6” 3.5” Grey 96F4676 133.20 @ A8064CHAL 8° 6” 4° Unfinished 06B6158 419.58 
@ A8066SC 8” 6” 6” Grey 16F251 156.40 @ A1008CHAL 10” 8" 4" Unfinished 88F2016 506.61 
@ A8066CH 8” 6” 6” Grey 96F4683 160.80 @ A12106CHAL 12" 10” 6" Unfinished 19M8353 652.86 
@ A808SC 8° 8" 4 Grey 16F253 155.25 @ A1412CHAL 14” 12” 6 Unfinished 19M8357 780.80 
@ A808CH 8” 8" 4 Grey 96F4677 146.05 @ A1614CHAL 16" 14” 6” Unfinished 88F1096 897.92 
@ A1008CH 10” 8 4 Grey 19M8342 169.20 Accessories 
@ A1008SC 10” 8" 4 Grey 19M8344 167.90 Price Each 
@ A10086CH 10” 8 e Grey 96F4684 193.20 Mfg. Part No. Type Stock No. 1-1-9+ 
@ A10086SC 10” 8" 6 Grey 19M8345 196.65 @ ALA 1-Point Latch Kit 06B4706 123.60 
@ A10106CH 10” 10” e” Grey 96F4685 207.60 @ A-L2ACCW 1-Point Latch Kit 06B4707 123.60 
@ A10106SC 10” 10” e” Grey 06B5075 21735 @A-L36A 1-Point Latch Kit 20€6400 248.40 
@ A161410CH 10” 14” 16" Grey 96F4696 405.04 @ A-L2DCCW 3-Point Latch Kit where A is 60 or 72 in. 06B4712 324.52 
@ A1210CH 12" 10" 5” Grey 19M8352 216.00 @AL16 Clamp Kit 20H0750 105.72 
@ A1210SC 12 10” §” Grey 06B5117 231.60 @A-EK115 Electrical Interlock 06B4569 513.62 
@ A12108CH 12" 10” 8° Grey 96F4693 262.80 @ACLIIC Lock Kit 06B4538 71.16 
@ A1212CH 12" 12" 6" Grey 96F4686 252.00 @ APLKJIC Padlock Kit 06B4774 25.19 
@ A1212SC 12” 12” 6 Grey 06B5131 262.80 @ A131 Slotted Insert Latch Kit 06B4723 54.84 
> CONTINUED > > CONTINUED > 
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NEMA ENCLOSURES 


WALL-MOUNT NEMA TYPE 12 AND 13 JUNCTION BOXES (CONT.) WALL-MOUNT NEMA TYPE 4X STAINLESS STEEL & So mad 
@AL23 | Steel Clamp | 06B4715 22.92 ALUMINUM ENCLOSURES 
© Designed to provide protection in corrosive environments in RoHS _ 
PIM_162745 both indoor and outdoor settings | Geena 
Sv —v_———_ 06 © Gasketed with a continuous hinge t 
© Rolled flange around three sides of the door and @) 
Panels all four sides of the enclosure opening to exclude © 
Price Each liquids and other contaminants 
Mfg. Part No. Height Width Stock No. . 19" @ Include a data pocket and hasp and staple for 
7 padlocking 
White, Steel @ NEMA 4X stainless steel enclosures manufactured ~ | 
@ AGP4 4.88 “ 2.88 “ 16F257 8.88 from 14-gauge Type 304 stainless steel coated with I 
@A6P6 86 88 Sohsa2 10.92 SCLC GoMECeE re ibeinhidineimsd Neuman aaea 
@ A8P6 6.75" 4.88 * 89F5422 12.24 @ NEMA 4X aluminum enclosures manufactured and 13 and IEC 60529 IP66 
@ A10P8 8.75“ 6.88 “ 89F5423 16.44 from Type 5052 H-32 aluminum with a smooth © Order white steel panels separately online 
@A12P12 10.75“ 10.88 “ 96F4601 25.80 Concept® wall-mount enclosures now offer a 90-degree body flange currently provided on stainless steel 


Concept® offerings. Benefits include larger gasket contact area for excellent seal, increased flange trough collar 


@AtaP 12 12.75 * 10.88 * 96F4602 28.80 depth to divert liquid, internal hinge brackets have a gasket added similar to FUSION™ AND ZONEX™ and 
@ A16P14 14.75“ 12.88 “ 96F4603 38.04 plastic sealing washer on hinge screws removed for improved and lower seating. The viewing area of window- 
PIM 5470305 door and deep-hinged window kits will be slightly reduced. 
: Mfg. part no. ADSTOPK door stop kit for NEMA Type 4 and 12 enclosures secure door in the open position. 
Can be installed at the top or bottom of door that opens horizontally. Door opening angle can be adjusted by 
“i ° means of a wing nut. Stop arm slides neatly out of the way when door is closed. All parts are zinc-plated steel. 
rai m Leiden ONT oe Hoffman Mounting hardware included. NOTE: door stop kit should not be installed on enclosures configured with a swing- 
fink a i . RoHS out panel or swing-out rack frame. Maintains UL/CSA Type 4 and 12 rating if properly installed. Mfg. part no. 
@ Seams continuously welded and ground smooth fy - - = Getinoian ADSTOPKSS6 Type 316 stainless steel for corrosion protection and maintains an enclosure'’s Type 4X rating. 
® Stainless steel screws and clamps on four sides > al fala Price Each 
; ae ae (P66 Mfg. Part No. Height | Width Depth Color Stock No. 1-2+ 
il-resistant gaske' an 
@ Weldnuts provided for mounting optional panels @) Aluminium - - 
This lightweight enclosure protects components and eof us @ A16H1206ALLP 16 12 6 Unfinished 06B5179 1428.98 
controls in corrosive indoor or outdoor environments. @ A-16H1608ALLP 16" 16" 8" Unfinished 06B5187 1647.28 
Clamp Cover Type 4X @ A20H1610ALLP 20" 16" 10" Unfinished 06B5298 1889.18 
Price Each @ A24H2010ALLP 24” 20” 10” Unfinished 88F3590 2231.38 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ @ A30H2412ALLP 30” 24” 12° Unfinished 06B5540 2878.02 
Aluminium Stainless Steel 
@ A-GO4NFAL 6 4 3” Unfinished 06B5911 352.98 @ A16H1206SSLP 16" 12" 6" Unfinished 06B5180 1729.88 
@ A-GO6NFAL 6 6 4 Unfinished 06B5938 392.94 @ A16H1208SSLP 16" 12” 8° Unfinished 06B5182 1850.24 
@ A1008NFAL 10” 8" 4 Unfinished 52F7175 510.12 @ A-16H1606SSLP 16” 16" 6” Unfinished 06B5185 | 1915.14 
@ A-1210NFAL 12" 10” 5" Unfinished 06B5116 622.44 @ A20H1610SSLP 20" 16" 10” Unfinished 06B5300 2409.56 
@ A-1412NFAL 14" 12’ 6" Unfinished 88F3617 786.90 @ A20H1608SSLP 20" 16" 8" Unfinished 88F1220 2259.70 
@ A-1614NFAL 16” 14 6” Unfinished 88F1602 902.80 @ A24H2010SSLP 24” 20” 10” Unfinished 49M8378 2922.86 
PIM_210088 @ A24H2006SSLP 24” 20” 6” Unfinished 06B5396 2540.54 
——————— @ A24H2008SSLP 24” 20" 8" Unfinished 06B5399 2734.06 
TYPE 4 AND 12 ENCLOSURES (HINGED COVER) Mobfmean 2 saizarassip 24 2a" 12 [Unfinished [ 92¢1080 | 3413.74 
@ NEMA4 and 12 @ A24H2408SSLP 24” 24” 8” Unfinished 06B5413 3004.28 
: et ie Restle ape slot for easy access : Geeeinoiat @ A30H2410SSLP 30” 24" 10° Unfinished 74C6352_| 3752.40 
© Weldnuts provided for mounting optional panels and e palette @ A30H2408SSLP 30" 24" 8" Unfinished 06B5536 3413.74 
terminal block kits in size 6.00 x 4.00 in. (152 x 102 mm) (P66 @ A36H3010SSLP 36" 30” 10” Unfinished 06B5642 4648.02 
and larger @ A36H3012SSLP 36” 30” 12’ Unfinished 06B5646 | 4931.22 
@ Easy install with external wall-mounting brackets @) 7 - 
@ Bonding provision on door a) us Accessories 
© 16 or 14 gauge steel ae Price Each 
@ RAL 7035 gray polyester powder paint inside and out. Mfg. Part No. Type StockNo. |lmaHionn 
@ ADSTOPK Door Stop Kit, NEMA Type 4 and 12 Enclosures 06B4567 218.40 
Price Each @ ADSTOPKSS6 Door Stop Kit, NEMA Type 4X Enclosures 27M2069 506.30 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ PIM_164498 
Steel 
4 4" 3 Gre 80K5614 
@AMOACHFE : : : y 119.90 WALL-MOUNT NEMA 4 & 4X JUNCTION BOXES 7), ° 
@ A4044CHFL 4 4 4 Grey 80K5615 127.60 
@ AG04CHFL 6 4 3 Grey 80K5646 136.40 a 7 Ros ort 
@ AGO44CHFL e r e Grey 80K5647 | 141.90 ==) SeR Epi 
@ AG06CHFL 6 6” 4" Grey 80K5648 156.20 re @) @ 
@ A806CHFL 8” 6" 3.5” Grey 80K5680 169.40 
@ A8066CHFL 8 6” e” Grey 80K5681 198.95 
@ A808CHFL 8 8 4" Grey 80K5682 194.35 
@ A1008CHFL 10" 8 4 Grey 80K5567 215.05 
@ A10086CHFL 10” 8” 6" Grey 80K5568 247.25 ib 
@ A10106CHFL 10” 10” 6" Grey 80K5569 271.44 . F - Ss é F fei seiicss Soa 
= = ‘ontinuous Hinge with Clamps - Steel ‘ontinuous Hinge with Clamps - Stainless Steel 
12° 6" 4 Gi 80K5575 i 
SNES ICHEE = > - ey 92705 ® Single door with continuous hinge or clamp cover brushed finish 
@ A12108CHFL 12 10 8 Grey 80K5577 348.92 © Steel: NEMA 4, 12 & 13, 14- or 16-gauge steel © Oil-resistant gasket 
@ A1212CHFL 12" 42" 6” Grey 80K5578 303.78 © Stainless steel: NEMA 3R, 4, 4X, 12 & 13, 14- or ® Continuously welded seam 
@ A14086CHF! 14” 8” 6" Grey 80K5580 341.60 16 gauge type 3040r 316L stainelss steel @ Weldnuts provided for mounting optional white 
— = : - @ ANSI 61 gray polyester powder finish inside and 14-gage steel panel; order separately below 
@A1412CHFL 14 12 8 Grey 80K5581 364.78 out or cover and sides of body have smooth #4 
@ A14128CHFL 14 12 8 Grey 80K5582 417.24 Price Each 
@ A16106CHFL 16 10 6 Grey 80K5585 366.00 Mfg. Part No. Height | Width | Depth Color Stock No. 1-94 
@ A161410CHFL 16" 14" 10” Grey 80K5587 507.52 Stainless Steel 
@ A1614CHFL 16" 14" 6 Grey 80K5586_ | 425.78 @ A-404NFSS 4 y 3 Unfinished | 0685713 | 317.46 
PIM_210089 @ AG044CHNFSS 6" 4” 4 Unfinished 96F4697 466.20 
—_—_———————=x=_=—iA~E=>=~yEE>=>=>=>E=>E>E~7~__>—_—_—_—>>>_>>>___>_E_ @ A-6044NFSS e 4" 4 Unfinished 06B5915 404.04 
@ AGO6CHNFSS 6” 6” 4 Unfinished 96F4698 508.38 
@ A-GO6NFSS e” 6” 4 Unfinished 06B5939 460.65 
> CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


NEMA ENCLOSURES 


WALL-MOUNT NEMA 4 & 4X JUNCTION BOXES (CONT.) WALL-MOUNT NEMA TYPE 12, 13, 4 STEEL ENCLOSURES (CONT.) 
Price Each NOTE: door stop kit should not be installed on enclosures configured with a swing-out panel or swing-out rack 
Mfg. Part No. | Height Width Depth Color Stock Now | OS frame. Maintains UL/CSA Type 4 and 12 rating if properly installed. 
Stainless Steel | Price Each_ 
@ A8064CHNFSS ry e" Fr Unfinished 96F4699 578.31 Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
@ A-8064NFSS 8 e ry Unfinished | 0686161 | 530.58 Steel, NEMA 4 
@ AID08CHNESS 7 = rc Unfinished MESEREOG Sane @ A16H12ALP 16" 12" 6” Grey 06B5177 767.38 
@ KiN0sCHNESEe 10° $ re Unfinished  MMNOBESUGT ones @ A16H12BLP 16" 12" 8° Grey 06B5178 805.20 
@ A12106CHNFSS 12" 10" e Unfinished | 96F4701 | 1022.58 pA ie ae 6 Grey 066518508 | RtotOh2 
@ A-12106NFSS 12" 10" 8" Unfinished | 0685125 | 971.10 @AZIHIOCLE au ie 1 Grey OeeSza 980.88 
@ A1212CHNFSS 12" 12" Unfinished | 96F4702 | 1173.64 @:AZOHIOAL a ube o Grey OG E5259) ES SA00 
@ A1412CHNESS 1a a e Unfinished | 96F4703 | 1323.70 @ AZ0H16BLP cat ie e Grey OG E5200 932.08 
@ AA412NFSS 14" 12 8" Unfinished | 06B5157 | 1268.80 en a a os Erey ee ee 
@AITACHNESS 16 - Unfinished | 19ma364 1 447972 @ A20H20BLP 20" 20" 8° Grey 06B5305 | 1010.16 
@ A-1614NFSS 16" 14" e" Unfinished | 0685231 | 1466.74 @ACOHAABLE ay ca 8 Grey 0685150 | Eiitzie4 
Steel @ A24H20CLP 24" 20" 10° Grey 0685393 | 4141.92 
@ A6DACHNF e e 3 Grey 0685908 | 146.30 Se hnnr cal oy . Grey 0685391 | 1054.08 
@AGOSCANE . . re Grey ELE Ta @ A24H20BLP 24" 20" 8" Grey 06B5392 | 1083.36 
eAG0eCHINE 7 r Ae Giey TRHETER apa @ A24H24BLP 24" 24" 8" Grey 19M8379 | 1168.76 
me RACENE 0 a z Grey TEESIRE SORES @ A30H20ALP 30 20 6 Grey 06B5525 | 1159.00 
ee K0086cHN 40° = e aa RIDE rT @ A30H24CLP 307 24" to" Grey 06B5531 1370.06 
@ AI210CHNF Pa 10" 5 Grey 0685114 293.67 @ A302410LP wv a v Grey 06B5594 1084.58 
@ A1212CHNF 12" 12" e Grey 0685129 | 323.30 SASOHZADLP ay ca 2 Grey 2OCES21EN EISO2140) 
@ A1412CHNF 14" 12" e Grey 19me358 | 386.74 @Ao0ei2lF a of ie Grey #9M8525 05 MSO? 
SAME TCINE 16 1 6 oa TEBEDTE TERS @ A302408LP 307 24" 8" Grey 96F4608 | 1026.02 
Accessory @ A30H24BLP 30 24 8 Grey 19M8291 | 1296.86 
5 @ A362406LP 36" 24" 6" Grey 96F4628 | 1094.34 
Price Each 
Mig, Part No. Type Stock No. Taage @ASGH24ALP 36" 24" 6" Grey 0685627 | 4338.12 
@ APLKJIC Padlock Kit 06B4774 25.19 @ A3GH30CLP 36" 30" {0° Grey O6B5635 | 1635.48 
@ A363010LP 36” 30” 10° Grey 0685678 | 1338.34 
ia @ A36H30DLP 36" 30" 12” Grey 0685636 | 1722.80 
@ A363012LP 36” 30” 12” Grey 19M8388 1361.72 
Panels @ A363008LP 36” 30" 8" Grey 96F4612 | 1267.58 
Price Each @ A363612LP 36” 36" 12” Grey 0685686 | 1512.76 
Mfg. Part No. Height Width Stock No. 1-9+ @ A483612LP 48” 36" 42” Grey 06B5817 1808.94 
, Conductive Steel, Corrosion Resistant Coating @ AG03612LP 60" 36” 12” Grey 06B5899 2107.48 
@A-10P8G 8.75 “ 6.88 “ 20C6488 16.44 Steel, NEMA 12, 13 
@A-12P10G 10.75 * 8.88 * 2006495 22.20 @ A161206LP 16" 12" 6" Grey 96F4614 608.78 
@ A12P12G 10.75“ 10.88 * 80K5571 24.73 @ A161208LP 16" 12" 8" Grey 96F4631 640.50 
@AA4P126 12.75" 10.88 * 2006502 28.80 @ A162006LP 16" 20" 6" Grey 96F4616 721.02 
@ A-16P14G 14.75 * 12.88 * 2006506 38.04 @ A201610LP 20” 16” 10" Grey 19M8377 717.14 
Unfinished, Aluminum @ A201612LP 20" 16" 12" Grey 92F 113 835.70 
@ A-12P10AL 10.75 * 8.88" 06B5099 54.40 @ A201606LP 20" 16" 6° Grey 96F4618 702.72 
@ A-16P12AL 13" 9" 0685200 83.04 @ A201608LP 20" 16" 8" Grey 96F4635 738.10 
@ A-20P16AL 17" 13" 06B5326 123.60 @ A202010LP 20” 20" 10° Grey 06B5358 840.58 
White, Steel @ A202006LP 20" 20" 6" Grey 96F4619 758.84 
@ AGRA 4.88" 2.88 16F257 8.88 @ A202008LP 20" 20" 8" Grey 96F4636 800.32 
@ AGPE 4.88“ 4.88“ 89F5421 10.92 @ A241606LP 24” 16” 6” Grey 96F4622 771.04 
@ASPE 6.75 * 4.88 * 89F5422 12.24 @ A241608LP 24” 16” 8° Grey 96F4639 789.34 
@ A10P8 8.75* 6.88" 89F5423 16.44 @ A242010LP 24" 20" 10" Grey 06B5469 904.02 
@A12P10 10.75 “ 8.88 “ 89F5424 22.20 @ A242006LP 24” 20" 6” Grey 96F4623 810.08 
@A12P12 10.75“ 10.88 “ 96F4601 25.80 @ A242008LP 24” 20° 3” Grey 96F4604 857.66 
@A14P12 12.75“ 10.88 “ 96F4602 28.80 @ A242410LP 24” 24” 10” Grey 92F099 974.78 
@At6P 14 14.75" 12.88" 96F4603 38.04 @ A242412LP 24" 24" 12" Grey 92F105 | 1026.02 
PIM_5470319 @ A242416LP 24” 24" 16° Grey 06B5477 4159.00 
SSS = OAANELP 24" 24" 6" Grey 96F4624 874.74 
WALL-MOUNT NEMA TYPE 12, 13, 4 STEEL ENCLOSURES Aolfmad’ @ A242408LP 24" 24" 8" Grey 96F4605 925.98 
Accessory 
a= = Gee eins Price Each 
: ; et Available Mfg. Part No. Type Stock No. 1-1-9+ 
= i) @ G @ ADSTOPK Door Stop Kit, NEMA Type 4 and 12 Enclosures 06B4567 218.40 
PIM_79214 
Se WATERSHED® NEMA 4X WALL-MOUNT ENCLOSURES Aollmad 


NEMA 12, 13 Painted Steel 


NEMA 4 Painted Steel SoBe 
© Type 12 and 13 made of mild steel coated white @ NEMA 12, 13 steel enclosures are designed for Available 
inside with ANSI 61gray finish outside indoor use to protect components from dust, dirt, 
© Type 4 made of mild steel coated with ANSI 61gray oil and water and meet IEC 60529 IP65 
finish inside and out @ NEMA 4 steel enclosures are designed for both 
© Gasketed with a continuous hinge indoor and outdoor use to protect components from (P66 
@ Rolled flange around three sides of the door and dust, dirt, oil and hose-directed water and meet 
all four sides of the enclosure opening to exclude IEC 60529 IP66 
liquids and other contaminants © Order white steel panels separately; go online 
@ Include a data pocket and hasp and staple for or call 
padlocking 
Door stop kit for NEMA Type 4 and 12 enclosures secure door in the open position. Can be installed at the top Padlocking Handle 
or bottom of door that opens horizontally. Door opening angle can be adjusted by means of a wing nut. Stop arm 


slides neatly out of the way when door is closed. All parts are zinc-plated steel. Mounting hardware included. 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NEMA ENCLOSURES 


WATERSHED® NEMA 4x WALL- MOUNT ENCLOSURES (CONT.) 
© 14 gauge type 304 stainless steel @ Slanted flange trough collar prohibits pooling 


@ Meets NEMA 4, 4X, 12 ratings of fluids 
@ IEC 60529, IP66, and cUL C22.2 No. 26 rated © Seamless foam-in-place one-piece gasket 


@ 20° sloped top facilitates runoff of water and ® Self-grounding latch system with double seal 
cleaning solutions @ Mounting holes in back of body 
@ 170° door opening 
Furnished hardware kit consists of panel mounting nuts, grounding hardware, and sealing washers for wall- 
mounting holes. Stainless steel quarter-turn latches furnished with flush slotted insert. 
Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-2+ 
Stainless Steel 
@ WS161208SS 16” 12” 8” Unfinished 22H3230 1910.42 
@ WS242412SS 24° 24” 12" Unfinished 22H3238 515122 
@ WS363612SS 36” 36” 12° Unfinished 22H3245 5707.66 
@ WS483616SS 48” 36" 16" Unfinished 22H3246 7685.34 
Accessories 
Price Each 
Mfg. Part No. Type Stock No. 1-1-9+ 
@ WSHPL Padlocking Handle Kit 89H1865 578.28 
PIM_110615 


HINGED COVER NEMA TYPE 3R SMALL AND MEDIUM 
ENCLOSURES 


Single-door NEMA Type 3R_ wall-mount enclosures are 
designed for outdoor and indoor use to protect electrical and 
electronic controls, instruments, components and wiring. 
Provides outdoor protection against rain, sleet and snow, 
or indoors against dripping water. Tough galvanized steel 
construction with ANSI 61 gray polyester powder painted finish 
inside and out. Drip shield top and seamfree sides, front and 
back. Hinged cover has stainless steel pin. Provisions provided 
for padlocking and mounting optional panels; order separately 
below. Small enclosures feature knockouts on bottom. 


Gee eimoiat 
Available 
OG 


Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
Steel 
@ AGR64HCR 6 6" 4 Grey 19M8394 94.27 
@ A12R106HCR 12" 10” 6 Grey 19M8351 189.75 
@ A12R126HCR 12" 12" 6 Grey 06B5109 141.56 
@ A16R126HCR 16” 12” 6" Grey 06B5210 283.04 
@ A16R166HCR 16” 16” 6 Grey 06B5212 333.06 
@ A20R208HCR 20" 20" 8" Grey 19M8376 538.02 
@ A24R248HCR 24" 24" 8 Grey 06B5462 681.98 
PIM_78984 
Panels for Type 3R, 4, 4X, 12 and 13 Enclosures 
Price Each 
Mfg. Part No. Height Width Stock No. 1-9+ 
White, Panels 
@ AGN6P 4.25" 4.25“ 19M8393 8.47 
@ A8N6P 6.25 * 4.25“ 51M8667 10.12 
@ A8N8P 6.25 * 6.25 “ 92F100 11.77 
@ A10N8P 8.25“ 6.25“ 19M8338 1 
@ A16P12 9" 13“ 89F5426 57.24 
@ A12N10P 10.25 “ 8.25 “ 06B5092 18.37 
@ A12N12P 10.25 “ 10.25 “ 06B5095 12153: 
@ A16P16 13“ 13” 89F5427 70.44 
@ A20P16 13“ 17“ 89F5428 83.64 
@ A20P20 17" 17° 89F5429 100.68 
@ A24P20 17“ 21“ 89F5431 130.80 
@ A24P24 21" 21“ 96F4653 151.20 
@ A30P24 21° 20 19M8384 184.80 
@ A30P30 27“ 27" 96F4650 259.20 
@ A36P30 27“ 33" 92F095 300.12 
@ A36P36 33 33)” 06B5667 351.36 
@ A48P36 33 * 45“ 19M8392 451.40 
@ A42P30 39" 27“ 92F124 342.82 
PIM_5470320 
Custom Panel Meters = Call 800 859 1257 


Choose your own colors, text, and company logo 
Custom scale, range and pointer types 
Analog/Digital Meters, Sensors, Controllers and more 


Email panelmeters@newark.com 


PIM_5624808 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


INLINE ® WALL-MOUNT NEMA ENCLOSURES 


Hoffman’ 

® Solid door enclosures: NEMA 4 & a 
12, VDE & IP66 = e Geena 
@ Window door enclosures: NEMA 12, Available 


VDE & IP55 oO) € 


® Gasketed with body flange trough 
© Can be direct mounted or mounted 
via included brackets 
@ 180 deg. Door opening, removable e 
hinge pins ke 
@ Panel mounting screws, grounding 
hardware and sealing washers for 
mounting holes included 
@ 16-gauge steel with RAL 7035 
textured light gray polyester powder 
painted finish 


Inline® Enclosures 


@ Handles, padlock, data pockets, door stop and mounting 
bracket kits available 
@ NEMA 4X & 12 stainless steel enclosures also available; go 
online or call 
Price Each 
Mfg. Part No. Height | Width | Depth Color | StockNo. | 1-9+ _ 
Stainless Steel, Hinged Door 
@ LHC252015SS 9.84” 7.87" 5.91" Unfinished 06B8131 873.52 
@ LHC353020SS 13.78" 11.81" 7.87" Unfinished 06B8135 1382.96 
Steel, Hinged Door 
@ LHC151512 5.91” 5.91" 4.72" Grey 91F4820 119.16 
@ LHC201512 7.87" 5.91” 4.72" Grey 91F4821 147.60 
@ LHC252015 9.84" 7.87" 5.91" Grey 91F4822 182.40 
@ LHC302515 11.81" 9.84" 5.91" Grey 19M8445 205.20 
@ LHC353020 13.78" 11.81” 7.87" Grey 91F4824 294.02 
Steel, Window Door 
@ LWC252015 9.84" 7.87" 5.91” Grey 91F4826 270.00 
@ LWC302515 11.81" 9.84" 5.91" Grey 91F4827 309.88 
PIM_6979 
Panels 
Price Each 
Mfg. Part No. Height Width Stock No. [pnt-oen) 
White 
@LP1515 5.16“ 5.16“ 91F4830 12.76 
@ P2015 7.13* 5.16 “ 19M8446 15.73 
@ LP2520 9.09 * 7.13“ 91F4832 19.78 
@ LP3025 11.06 “ 9.09 * 91F4833 23.40 
@ LP3530 13.03 “ 11.06 “ 91F4834 28.29 
PIM_5512154 
White Steel Panels 
Price Each 
Mfg. Part No. Height Width Stock No. [19+ 
White 
@LP1515 5.16 “ 5.16“ 91F4830 12.76 
@ P2015 7.13“ 5.16 “ 198446 15.73 
@ LP2520 9.09 * 7.13" 91F4832 19.78 
@ LP3025 11.06 “ 9.09 “ 91F4833 23.40 
@ LP3530 13.03 “ 11.06 “ 91F4834 28.29 
PIM_5470315 


CONCEPT® WALL-MOUNT NEMA ENCLOSURES 

@ Painted solid door enclosures: NEMA 4, 12 & 13, 
VDE & IP66 

© Painted window door and stainless steel solid door 
enclosures also available; go online or call 

© Can be direct mounted or mounted via included 
brackets 

@ Hardware kit with panel mounting nuts, panel grounding 
hardware and sealing washers 

@ 16-gauge steel with ANSI 61 gray polyester powder 
painted finish 

@ Handles, padlock, data pockets, door stop and mount- 
ing bracket kits available; go online or call 


Geptinaian 
Available 
OG 


Concept® wall-mount enclosures now offer a 90-degree body flange currently provided on stainless steel 
Concept® offerings. Benefits include larger gasket contact area for excellent seal, increased flange trough 


collar depth to divert liquid, internal hinge brackets have a gasket added similar to FUSION™ AND ZONEX™ 
and plastic sealing washer on hinge screws removed for improved and lower seating. The viewing area of 
window-door and deep-hinged window kits will be slightly reduced. Mfg. part no. CP2016G is 12 gauge steel 
with conductive finish. 

Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-2+ 

Stainless Steel, One-Door 

@ CSD12126SS 12” 12” e Unfinished 92F4945 1388.86 

@ CSD16126SS 16" 12" 6” Unfinished 3001792 1524.56 

@ CSD16128SS 16” 12” 8" Unfinished 06B6673 1605.98 
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CONCEPT® WALL-MOUNT NEMA ENCLOSURES (CONT.) 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


NEMA ENCLOSURES 


ACCESSORIES FOR INLINE® & CONCEPT® ENCLOSURES Hoffman’ 


Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-2+ Gop tinpian 
Stainless Steel, One-Door Available 
@ CSD16166SS 16" 16” 6" Unfinished 92F4947 1692.12 
@ CSD16168SS 16" 16" 8" Unfinished 06B6682 1832.54 
@ CSD20168SS 20" 16" 8 Unfinished 92F4951 1993.02 Triangular 7-mm 
@ CSD20208SS 20° 20" 8 Unfinished 92F4952 2199.52 Insert with Key 
@ CSD24248SS 24" 24" 8 Unfinished 06B6757 2649.10 
Steel, One-Door CWHNL, CWHK and CWHPTO handles replace the standard slotted insert on all Concept® wall-mount 
@ CSD12126 12” 12" 6” Grey 92F4955 474.58 enclosures. A die-cast zinc keylock handle provides easy access and security. The zinc-plated padlock handle 
@ ©SD16126 16° 12" 6" Grey 19M18405 507.52 accommodates a padlock up to a 5/16” locking bar. All three latch systems feature black plastic handles and 
7 - . can be converted from clockwise to counter-clockwise opening. 
@ CSD16128 16 12 8 Grey 06B6671 531.92 ADP1 and ADP2 data pockets provide convenient storage for documentation inside solid-door enclosures. 
@ CSD16166 16" 16” 6” Grey 92F4957 545.34 Constructed of dark-gray, high-impact thermoplastic with cutout areas for easy access and visibility to contents. 
7 7 7 Each data pocket includes mounting hardware. 
SSD Ibis ie i 8 = Grey OGBEGED Stee CMFK and CMFKSS mounting bracket kits are field installable. Stainless steel brackets are rated to NEMA Type 
@ CSD201610 20 16 10 Grey 20C6769 629.52 4X. Each kit includes 4 brackets and hardware. 
@ CSD20166 20” 16” 6” Grey 92F4958 583.16 ADSTOPK door stop kit for NEMA Type 12 enclosures secure door in the open position. Can be installed at 
7 7 ” the top or bottom of door that opens horizontally. Door opening angle can be adjusted by means of a wing nut. 
@ cS020168 20 hy : Grey BOMESOy LES, Stop arm slides neatly out of the way when door is closed. All parts are zinc-plated steel. Mounting hardware 
@ CSD202012 20" 20" 12" Grey 19M8408 757.62 included. NOTE: door stop kit should not be installed on enclosures configured with a swing-out panel or swing- 
@ CSD20208 20” 20” 8" Grey 92F4962 664.90 out rack frame. 
@ CSD24166 24” 16” 6" Grey 06B6717 640.50 Price Each 
@ CSD242010 24” 20” 10” Grey 19M8409 73302 Mfg. Part No. Stock No. 1-9+ 
@ CSD24208 24° 20" 8" Grey 19m84i0 | 713.70 Stainless Steel Mounting Bracket Kit 
@csD242412 24” 24” 12° Grey 88F1221 855.22 @ CMFKSS 06B6619 152.40 
@ CSD24248 24" 24" 8" Grey 19M8411 771.04 Zinc-Plated Steel Mounting Bracket Kit 
@ CSD302410 30” 24” 10” Grey 19M8412 875.96 @ CMFK 19M8401 57.60 
@ CSD302412 30” 24” 12” Grey 06B6766 947.94 For Use Price Each 
@ CSD30248 30" 24” 8 Grey 06B6777 855.22 Mfg. Part No. Type With Stock No.| 1-1-9+ 
© CSD30308 30" 30" 8" Grey 06B6788 952.82 @ ADP1 Data Pocket | PROLINE G2 Series Solid Enclosure Covers| 06B4565 | 32.42 
© CSD363010 36" 30" 10" Grey 20€6801__| 1084.58 @ ADP2 Data Pocket | PROLINE G2 Series Solid Enclosure Covers | 06B4566 | 57.12 
@ CSD363012 36” 30” 12" Grey 06B6802 1168.76 @ADSTOPK |Door Stop Kit, NEMA Type 4 and 12 enclosures 06B4567 | 218.40 
@ CSD36308 36” 30” 8° Grey 88F4286 1051.64 ele 4 and 
; . 7 nclosures 
= perareiee a at us ae aa seas @ AVK84 Louver Plate kit Fans and Blowers 06B5009 58.32 
re 
- : : y ited @C-LKDBM3 | Double Bit Lock Wall Mount Enclosures oeBee06 | 42.12 
@ CSD603612 60 36 12 Grey 06B6833 1747.58 Insert With Key 
Steel, One-Door with Window @C-LKTM7 [Triangular — Lock CONCEPT enclosures 06B6608 | 42.12 
@ CSD20166W 20" ie" e Grey 92F4939 834.48 Insert with Key 
@ CSD20168W 20” 16" 8" Grey 92F4942 879.62 PIM_157012 
@ CSD242412W 24” 24” 12” Grey 06B6740 1226.10 
@ CSD24248W 24" 24" 8" Grey 06B6759 1106.54 Handles 
Accessory Price Each 
Price Each Mfg. Part No. Stock No. 1-94 
Mfg, Part No. Type Stock No. 1:1-9+ Plastic, Keylock 
@ CWKL Wing Knob 06B6891 94.32 @ CWHK 0686883 733.20 
PIM_157011 Plastic, Nonlocking 
@ CWHNL 92F084 88.92 
Panels Plastic, Padlock 
Price Each @ CWHPTO 51M8725 252.00 
Mfg. Part No. Height Width Stock No. 1-9+ PIM_5512105 
, Conductive 
@ CP2016G | 18.2“ 14.2* 20C6755 86.52 Ground Cords 
White, : - Lead Ground Price Each 
@cP1212 10.2 10.2 92F4965 30.48 Mfg. Part No. Length Terminals Stock No. 1-9+ 
@ cP1612 14.2* 10.2* 19M8402 39.24 @ AGS408 208mm Lug 06B4638 77.16 
@ CP1616 14.2" 14.2" 92F4967 75.48 @AGS816 411mm Lug 06B4641 60.24 
@ CP2016 18.2“ 14.2" 92F4968 86.52 PIM_5512106 
@ CP2020 18.2“ 18.2“ 92F4969 103.92 
a a r 
werent ciel se adil 103.08 CONCEPT™ TYPE 4X WALL MOUNT ENCLOSURES Wolfman 
© cP2420 22.2 18.2 19M8403 133.20 © Manufactured from Type 304 stainless steel 
@ CP2424 22.2“ 22.2“ 92F4972 154.80 @ Minimum-width body flange provides maximum RoHS _ 
# i body opening Compliant 
@ CP3024 28.2 22.2 06B6636 193.20 Available 
z z @ External formed 90-degree body flange 
© CP3030 28.2 28.2 0686638 253.20 @ Panel mounting studs fit optional CONCEPT (P66 
@ CP3630 34.2 “ 28.2“ 06B6643 298.90 panels and other accessories ; 
© CP3636 34.2" 34.2" 06B6645 346.48 e Mounting holes in back of body for direct mount- é @) 
7 7 ing or for optional external mounting brackets Ns 
@ CP4836 46.2 34.2 06B6649 445.30 © Corner formed doors are interchangeable and 
@ CP6036 58.2 “ 34.2 “ 06B6651 545.34 easily removed by pulling clip-style hinge pins 
PIM 5512104 © Quarter-turn latches furnished with flush slotted 
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insert 
@ Seamless foam-in-place gasket 
@ Bonding provision on door; grounding stud on body 
@ Window doors have a clear polycarbonate window 
@ Door and body have smooth #4 brushed finish 
For indoor or outdoor applications that require corrosion protection from chemicals and water. Furnished 
hardware kit consists of panel-mounting nuts, panelgrounding hardware and sealing washers for wall-mounting 
holes. Available in solid door models; go online or call. 


> CONTINUED > 


elementiu 1465 
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NEMA ENCLOSURES 


CONCEPT™ TYPE 4X WALL MOUNT ENCLOSURES (CONT.) NEMA FIBERGLASS WALL-MOUNT ENCLOSURES (CONT.) 
Price Each @ Meets NEMA Type 3, 3R, 3RX, 4, 4X, 12 and 13 ® Constructed from corrosion-resistant, hot-compres- 
Mfg. Part N Height Wiath Depth Col Stock N [es | and IEC 60529 IP66 requirements sion-molded fiberglass reienforced RAL 7035 light 
ig. Part No. elg ! ep oer OCKINOS =z @ ULlisted, CSA certified with a flammability rating gray polester material 
Stainless Steel, One-Door per UL 508 @ Enclosures are available with solid door or 
@ CSD12126SS 12” 12" 6" Unfinished 92F4945 1388.86 ° eoaate it hivea ly door “ integral mounting ol oe eS a 
; ; ; =F rackets that are often required in corrosive © Doors fasten with either screws or padlockable 
@ecspiei26ss | 18 rfinished | 3001792 | 1524.56 _ CSD16126SS 16 12 8 Un inishied 3061792 1524.56 environments Type 316 stainless steel latches 
© CSD16128SS 16 12 8 Unfinished 0686673 1605.98 Order white steel panels separately; go onlinre or call. 
@ CSD16166SS 16" 16" 6" Unfinished 92F4947 1692.12 Price Each 
@ CSD16168SS 16" 16" 8" Unfinished 06B6682 1832.54 Mfg. Part No. Height Width Depth Color StockNo. | 1-9+ 
@ CSD20168SS 20" 16" 8 Unfinished 92F4951 1993.02 Fibreglass, Solid Screw 
@ CSD20208SS 20" 20" 8" Unfinished 92F4952 2199.52 @ HJGOGHWLG 73" 731 7.96" Grey 67K9082 = 
@ (802424888 a a 8 Unfinished | NOGBG7S 7a NGdoRtG) @ HJ1008HWLG 13" | 931 | 543° | Grey |  79K6874 = 
Stainless Steel, One-Door With Window HJ1412HWLG 15.32” 43.3” 6.7” Grey 79K6880 oe 
© CSD16126WSS 16° 12" o Unfinished | ROGEGG70 | Reieaals @ HI1816HWLG 19.31" | 1731” | 958" | Grey | 79K6886 a 
© CSD20168WSS 20" 16" 8 Unfinished | O6B6699'_ | 2829.64 Fibreglass, Solid with Quick Release Latch 
@ CSD20208WSS 20” 20” 8" Unfinished 06B6714 3123.46 @ HJ806HWPL1LG 9.3” 731" 4.96" Grey 79K6892 = 
PIM_210086 @ HJ1008HWPL1LG 11.31" 9.31" 5.43” Grey 79K6875 204.00 
@ HJ1210HWPL2LG 13.3” 11.29" 5.58” Grey 79K6878 248.40 
NEMA FIBERGLASS WALL-MOUNT ENCLOSURES Hofmad @ HJ1412HWPL2LG 15.32” 13.3" 6.7" Grey 79K6881 Sy 
@ Meets NEMA Type 4, 4X, 12 and 13 and IEC 60529 IP66 requirements @ HJ1614HWPL2LG 17.31" 15.3” 6.7” Grey 79K6884 ean 
ea Fes Geeeinoiat @ HI1B16HWPLALG ‘gat _[ iat | 958" | Grey | _79K6887 = 
© Designed for use as a junction box or instrument OF Avaliable Fibreglass, Window with Quick Release Latch 
ide fet i @) G HJB606HWPL1LG 7.31" 13at 4.96” Grey 79K6872 — 
© Light gray fiberglass polyester enclosures availa- 7 7 " 
ble with solid door or polycarbonate window and 1 _HIBIOOBHWPLILG | ST | 88 8 | Grey ee Ts 9.31 5.43 Grey HOKGSO7 = 
hinged cover i \ HJB1816HWPL2LG 19.31” 17.31" 9.58" Grey 79K6871 am 
© Seamless foam in-place gasket and doors that F | > PIM 164476 
fasten with either screws or quick-release latches i a i 
Order white steel panels separately online or call. gem 
e NEMA FIBERGLASS WALL-MOUNT ENCLOSURES Hoffman’ 
Hinged Window and Solid Door w/ Latches ie 
‘ol 
Price Each Gee tinoian 
e 7 (arate Available 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
Fibreglass, Solid Screw @) } 
@ AGG4CHSCFG 6” 6" 4 Grey 88M1238 142.80 
A1086CHSCFG 10" 8" 6" Grey 95F2769 175.20 
@ A14128CHSCFG 14" 12" 8" Grey 88M1237 287.92 
@ A181610CHSCFG 18 16" 10° Grey 83F7197 413.58 
Fibreglass, Solid with Quick Release Latch 
A664CHQRFG 6” e" 4" Grey 95F2771 183.60 Solid Door ULTRX® Padlock Kit 
A864CHSCFG 8” 6 4 Grey 95F2768 150.00 @ Meets NEMA Type 3, 3R, 3RX, 4, 4X, 12 and 13 © Manufactured from molded fiberglass reinorced 
” o ” and IEC 60529 IP66 requirements material that has temperature and chemical resist- 
SS ASSACHOREG ‘ = e al Grey BoMzSe 192,00 @ ULlisted, CSA certified with a flammability rating ance qualities and is highly impact-resistant 
@ A1086CHQRFG 10 8 6 Grey 95F2773 211.20 per UL 508 © Exterior surface painted light gray acrylic enamel 
@ A12106CHSCFG 42" 10” 6" Grey 95F2770 214.80 @ Features molded-in drip shields and DIN bosses for enhanced UV protection 
“Mz06CHORFG.—~=*«<SSt(‘””~SC*«Y*SC(‘iSC*YStiS*éd~SCtéiGey'~+'|=«€5F 2774 | 949.60 e ides a against atmosphere and marine @ Available with solid door or polycarbonate window 
@AM28CHORFG | Grey SS Order white steel panels separately; go online or call. 
A16148CHSCFG 16 14 8 Grey 83F7196 334.28 Mfg.Part No. UUHPL keylock and pushbutton-style padlock kits are easily inserted in latch hole to prevent 
@ A16148CHQRFG 16” 14” 8" Grey 83F7199 368.44 unauthorized openings. Fully assembled for easy field installation. Maintains NEMA 4X rating. Constructed of 
7 7 7 tough Type 316 stainless steel. 
@ A181610CHQRFG 18 16 10 Grey 83F7200 512.40 7 
Fibreglass, Window Screw . : uericsleachy 
@ AG64CHSCFGW e 6" ru Grey 0685965 206.40 = ms. rane 5 Height Width Depth Color Stock No. 1-9+ 
A864CHSCFGW a e e Grey | 0686195 | 225.60 regiass, somenoor aE ea a es 
@ A1086CHSCFGW 10” 8" 6 Grey | 0685084 | 306.22 be me — a es oy ceil 1338.34 
@ A12106CHSCFGW 12" 10” 6" Grey 06B5122 362.34 aT, a a sama a ae 1482.30 
A14128CHSCFGW 14" 2 8 Grey | 06B5161 | 433.10 @ WU606030 : rey 1666.16 
7 5 - ; @ UU606020 24.61" 24.09” 8.66" Grey 95F2762 1544.52 
Fibreglass, Window with Quick Release Latch Pay a vi: TIT 6 BERaTE aa 
ee . al ol oe peels at @ UU1008030 10.35 32.8" 268 = 92F4983 
@ AS64CHORFGW 8" 6" ry Grey | 88M1240 | 259.20 oe ealuse Window Door ! : rey 25s0Ee 
A1086CHORFGW 10" 8" 6" Grey 95F2777 | 342.82 UGE ow or = wae" OME 7 ae 
, y i re 
ee = a oe UU756030W 30.51” 24.09” 12.64” Gi : 95F2766 —— 
SX . “ 7 el Seg sae UU1008030W 10.35 38 12.95" = 92F4984 oe 
f : f re i 
A16148CHQRFGW 16" 14” 8" Grey 92F128 539.24 A y 
A181610CHQRFGW 18" 16” 10” Grey 92F127 710.04 ccessory 
Pin Sore Price Each 
~ Mfg. Part No. Type Stock No. 1-1-9+ 
@ UUHPL Padlock Kit 06B9934 128.40 
NEMA FIBERGLASS WALL-MOUNT ENCLOSURES Mobfmat rw sus 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


NEMA ENCLOSURES 


NEMA FIBERGLASS WALL-MOUNT ENCLOSURES Hofmad EZ FORM™ NEMA 1 FLAT STACKING PULL BOXES (CONT.) 
@ Meets NEMA Type 3, 3R, 3RX, 4, 4X, 12 and 13 and IEC 60529 IP66 requirements Price Each 
: ret ag certified with a flammability rating an Geesimpiat Mig. Part No. Height | width | Depth | Color | Stock No. 1-9 
F Availabl = : 
© Designed to insulate and house electrical and pe Steel, With Knockouts, Painted 
electronic controls, instruments and components @) @ @ ASE6X6X4 6” 6" 4’ Grey 19M8306 10.60 
in highly-corrosive environments Steel, Without Knockouts, Painted 
© Gray molded fiberglass reinforced material has u —— - - 
temperature and chemical resistance qualities @ ASE6X6X4NK 6 6 4 Grey 19M8307 30.00 
@ Features flanged solid door, high-impact @ ASE12X12X4NK 42” 42” 4 Grey 19M8303 69.12 
thermoplastic data pocket, quick release latches 
and hasp for padlocking PIM_140614 
Order white steel panels separately; go online or call. 
Price Each LATCH KITS FOR ONE DOOR TYPE 12 ENCLOSURES 
Mfg. Part No. Height Width Depth Color Stock No. 1+ Price Each 
Fibreglass Mfg. Part No. Description Stock No. 1+ 
A20H1610GQRLP 20.19” 16.25” 10” Grey 06B5299 1695.66 @ A-L2ACCW 1PointLatchKit,KeyLock,CCW 06B4707 123.60 
@ A20H1608GQRLP 20.19" 16.25" 8" Grey 06B5296 | 1480.90 @AL2A 1PointLatchKit,KeyLock,CW 06B4706 123.60 
A20H2008GQRLP 20.19" 20.25” 8° Grey 06B5310 1644.92 @A-L36A 1{PointLatchKit,PadLock,CWorCCW 2006400 248.40 
A24H2408GQRLP 24.19” 24.19” 8” Grey 06B5412 1852.60 @ A-L2DCCW 3PointLatchKitwhereAis60or72in.,KeyLock,CCW 06B4712 324.52 
A24H2010GQRLP 24.25" | 20.25" 10" Grey 0685401 | 1961.16 PIM_5475984 
A24H2006GQRLP 24.25" 20.25” 6” Grey 06B5395 1667.34 
LP 24.25" 20.25” 8° G 06B5398 1760.56 
eee ee QLINE® E POLYCARBONATE NEMA ENCLOSURES Wolfman 
A30H2410GQRL ; ; rey 95 2221.94 © NEMA4, 4X, 6, 12 and 13 & IP67, UL 508 
A30H2412GQRLP 30.25” 24.25” 12” Grey 06B5541 2387.14 flammability ; r otis joe 
A36H3008GQRLP 36.25" | 30.25” 8° Grey 06B5639 | 2867.40 © Contoured body with flush cover screws _ compan 
Sa © RAL 7035 light gray polycarbonate material 
PIM_164483 © Easily punched, drilled, filed or sawed @) @ 
sss © Covers feature a molded-in hole for a wire lead 
© Seamless foam-in-place gasket for water- and 
POLYPRO® NEMA 4X POLYESTER ENCLOSURES Moffman —_astigiisa ha 
@ Meets NEMA 4, 4x, 12 & 13 @ Molded internal pads for mounting zinc-plated 
© Enclosure and window flammability evaluated = , POLYspn" steel panels 
per UL 508A 1 r ae aa © Mounting bracket and hinge kit available; order 
@ IEC 60529, IP66, and CSA file no. 42186 rated Getinoian separately below 
© Overlapping tongue-and-groove raised cover and | Available Field installable mounting bracket kits have 4 
seamless foam-in-place NEMA 4-rated gasket @) G polycarbonate brackets and 4 self-tapping zinc-plated screws. Maintains listed rating for enclosure. Hinge kits 
provide a secure seal . include 2 polyamide hinges, 8 M4 self-tapping zinc-plated screws, 8 flat washers and drilling template. 
@ Removable snap hinge cover allows acces to } Fl . 
cover and body for modifications . ~s iErice|Eachy 
@ Molded layout grid on inside of body and solid : 2 is Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
hha ee - alla eek eal E t a i Polycarbonate, Clear Cover 
© Internal rail system for panel height adjustmen 2 i : 7 7 7 
@ Embosses for rear panel mounting i Hi @ Q18138PCECC 6.89 4.92 2.91 Grey 20M5711 81.96 
@ Light gray textured finish i. @ Q181310PCECC 6.89" 4.92" 3.88" Grey 83F7192 82.92 
Includes polyester mounting brackets and four adjustable panel blocks. Screw cover and padlockable non- @ Q251810PCECC 9.84” 6.89” 3.9” Grey 51M8964 189.60 
metallic snap-down latch provisions provided as well. RS aERAdRia RSA A Oe eee! 
: Polycarbonate, Opaque Cover 
; ; [PriceEach =“ @ Q1388PCE 4.92" 2.95" 29° Grey 83F7185 59.16 
Mfg. Part No. : Height Width Depth Color Stock No. 1-9+ @ 018138PCE 6.89" 4.92" 29° Grey 9309364 81.96 
Polyester (PET), Solid Door : : : 9 Q181310PCE 6.89" 4.92" 3.88" Grey 83F7191 82.92 
@AGHEHC 612 Az 438 Grey _ | RSMS602a EET22%50 @ Q251810PCE 9.80" 6.89" 39° Grey | 51m8963 | 189.60 
@ AG64PHC 6.12” 6.12" 4.38" Grey 75M3812 128.40 A : 
@ A864PHC 8.12" 6.12" 4.38" Grey 75M3815 | 134.40 cegesonee 
@ A10106PHC 10.04” 10.04” 6.38" Grey 75M3789 178.80 Mfa. Part N 1 Stock N ae 
@ A1084PHC 10.12" 8.12" 4.38" Grey 75M3792 169.20 = ie ue - er NS alee 
@ A12106PHC 12.08" | 10.09" 6.38" Grey 75M3795_ | 192.00 Q on ~ 5 a as S5i48 
@ A14128PHC qao2 | 120” | 635 Grey 75M3799 | 254.40 @OEMEK oun sees Alda 
@ A16148PHC 16.02 | 14.01" 8.35" Grey 75M3802 | 298.90 RIMES |0Be 
@ A181610PHC 17.95” 15.94" 10.35" Grey 75M3805 359.90 
Polyester (PET), Window Door Panels 
@ AG64PHCW 6.12” 6.12” 4.38" Grey 75M3813 190.80 Price Each 
@ A10106PHCW 10.04” 10.04” 6.38” Grey 75M3790 258.00 Mfg. Part No. Height Width Stock No. 1-9+ 
@ A12106PHCW 12.08" 10.09" 6.38” Grey 75M3796 281.82 Unfinished, Steel, Zinc Plated 
@ A14128PHCW 14.02" 12.01" 8.35" Grey 75M3800 370.88 @ Q138PE 3.86“ 1.89" 19M8453 13.80 
@ A181610PHCW 17.95” 15.94” 10.35” Grey 75M3806 522.16 @ Q1813PE 5.83 “ 3.86 “ 06B9712 16.56 
8.78 “ 5.83 “ 06B9799 
Tee 076 
Mfg. Part No. Type Stock No. 11-94 PIMUSS12147 
@ APNLBLK Adjustable Panel Block Kit 75M3768 35.64 
@ AHGCLP Hinge Retainer 26R9940 17.28 QLINE® | POLYCARBONATE NEMA ENCLOSURES Holfmak’ 
PIM 110612 @ NEMA4, 4X, 12 and 13 & IP66, UL 508 flammability 
- © Contoured body with flush cover screws RoHS _ 
@ RAL 7035 light gray polycarbonate material a Fears 
™ RoHS @ Easily punched, drilled, filed or sawed 
EZ FORM™ NEMA 1 FLAT STACKING PULL Gee tinpian Hobfman’ © Covers feature a molded-in hole for a wire lead @ G 
pUAES : Available @ Seamless foam-in-place gasket for water- and dust- 
© 16 gauge steel i tight seal 
e aan to ie space eg : 2] FORM @ Molded internal pads for mounting zinc-plated steel 
© Keyhole screw slots permit removal of cover panels 
whey! extracig aes : ' @) © Mounting bracket and hinge kit available; order 
@ Sides interlock and snap in place without tools separately below 
@ Provision for grounding Field installable mounting bracket kits have 4 polycarbonate 
© Mounting holes on back of box brackets and 4 self-tapping zinc-plated screws. Maintains listed rating for enclosure. 
© Gray polyester powder finish Hinge kits include 2 polyamide hinges, 8 M4 self-tapping 
Price Each zinc-plated screws, 8 flat washers and drilling template. 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
Steel, With Knockouts 
@ ASE12X12X4EZ 12” 12” 4 Grey 75M3776 - 
> CONTINUED > > CONTINUED > 
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NEMA ENCLOSURES 


QLINE® | POLYCARBONATE NEMA ENCLOSURES (CONT.) HOL-TITE® OIL TIGHT HOLE SEALS (CONT.) 
Price Each Hole NEMA Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ Mfg. Part No. Diameter Rating Stock No. 1-9+ 
Polycarbonate, Clear Cover Stainless Steel, 3/4” Conduit 
@ Q202013PCICC 7.87" 7.87" 4.84" Grey 91F2279 153.60 @ ASO75SS 1.06" NEMASR,4,4X,12,13 06B4965 46.92 
@ Q302013PCICC 11.81" 7.87" 4.84" Grey 91F2280 196.80 Stainless Steel, 30.5mm Pushbutton 
@ Q303013PCICC 11.81" 11.81" 4.84" Grey 19M8458 226.80 @ ASPBSS 1.25" NEMASR,4,4X,12,13 19M8324 51.60 
@ 2402013PCICC 15.75" 7.87" 4.84" Grey 06B9863 220.80 PIM_79370 
@ Q403013PCICC 15.75” 11.81" 4.84" Grey 91F2282 145.42 
ota ones Opaque Cover NON METALLIC WINDOW KITS 
@ Q202013PC 7.87" 7.87" 4.84" Grey 19M8456 153.60 Pics Ech 
7 a 7 For Use rice Eac! 
@ Q302013PC 11.81 7.87 4.84 Grey 91F2274 196.80 2 : ——— 4] 
LESS yee GSES OT EEES DEEP E-OT EnES GEE B-9 EEN EEE-<oNUEE ERENT 1-—77-7-Se NUE Mfg. Part No. Height | Width With Stock No. 1-9+ 
@ Q303013PC mar | mer | 488 Grey 91F2276 | 226.80 ms grok Je ; ae 
Saszoisrch | 15.75" | 787" | 48a" | Grey | 91F2275 | 220.80_ TA50ES 31M9410 
P 15.75" 181" 4.84" Gi 91F2277 = = = = 
SITES rey ZOU IP66, NEMA 4, 4X, 12, 13 
Accessories @ APWKOSNENM | 8.12" | 11.62" | 8.12" x 11.62" Size Window Enclosures | 39¥9645 | 243.60 
Price Each @ APWKS3NENM | 5.62° | 7.62" | 5.62°x 7.62" Size Window Enclosures | 3979644 | 202.80 
Mfg. Part No. Type_ siockiNe! tetOs @ APWKIt6NFNM | 862° | 13.62" | 8.62°x 13.62" Size Window Enclosures | 39¥9642 | 270.00 
Sci : “ ~ - eau za @ APWK138NENM | 10.62° | 15.62 | 10.62" x 15.62" Size Window Enclosures | 39v9643 | 309.88 
@ QIMFK lounting Bracket Kit 31.92 PIM_5465944 
PIM_157010 
pail HAZARDOUS LOCATION WINDOW KITS 
anels 
- Price Each 
| Price Each_ Mfg. Part No. Stock No. 1-44 
Mfg. Part No. Height Width Stock No. 1-9+ ~999, -999 
Unfinished, Steel, Zinc Plated @ EXWK538S6 26X9694 718.58 
© 02020! oe oer OSE 20.40 @ EXWK95SS6 26X9700 864.98 
@ Q3020PI 10.24 * 6.3“ 06B9821 23.52 PIM. 5465959 
@ Q3030PI 10.24 * 10.24 * 89F5446 29.40 
@ Q4020PI 14.17° 6.3 “ 06B9860 28.44 
© 04030P! 14.17" 10.24 0689874 23.17 WHITE STEEL PANELS Hoffman 
PIM. 5512141 Steel panels are 14 or 12 gauge and have a painted white a 
- finish. Larger panels have flanges on two or four sides. Panel Gee tinoiat 
mounting hardware is furnished with all enclosures which accept Available 
. ° these panels. For additional panel sizes and material options of 
HOL-TITE® OIL TIGHT HOLE SEALS Hoffman Stainless Steel, Aluminum, Galvanized, or composite, go online 
Hole plugs seal unused pushbutton holes, conduit openings — RoHS or call. AL prefixix indicates Aluminum and SS prefix indicates 
and knockout holes against dust, oil and water. Seals . Ge timoian Stainless Steel. 
made of galvanized steel have oil-resistant gasket and are Available 
secured with a 10-32 x 5//8” threaded stud and plated wing 
nut. 16-gauge steel with ANSI 61 gray powder paint finish. @) G 
Stainless seals have polished front surface, are made of nr 
series 300 stainless steel. 10-24 x 5/8 stainless stud with _— - 
stainless wing nut. 16 gauge stainless steel backplate. Both ae Price Each 
have oil-resistant gaskets. & Mfg. Part No. Height Width Stock No. 1-9+ 
— White, 
@ A8P8 6.75 “ 6.88 “ 96F4641 14.40 
Hole NEMA Price Each @ A10P10 8.75" 8.88 * 96F4643 18.63 
Mfg. Part No. Diameter Rating Stock No. 1-9+ @A-12P128S 10.75 * 10.88 * 96F4598 99.82 
Painted Steel, 1/2” Conduit : @A18P 16 16.75" 14.88" 99F5957 3650 
sds 0.88 NEMASR,4,4X,12,13 99F5996 14.88 @ A24P16 m4" 13" 89F5430 06.96 
Painted Steel, 1” Conduit : @ A-30P24AL oT" 24" 06B5562 355.02 
e pou : 138 NEMASR,4,4X,12,13 06B4966 25.44 @ A.30P248S6 a a" 0685565 538.02 
Painted Steel, 1-1/2 Conduits @ A40P30 29° 37" 924976 328.18 
@AS150 2 NEMASR,4,4X,12,13 19M8328 32.04 @ AG0P36 33 « 57“ 06B5871 555.10 
Painted Steel, 1-1/4” Conduit White, Panels 
miele : 1.69" NEMASR,4,4X,12,13 06B4968 27.84 @AI6P12 9" 3° 89F5426 57.24 
Painted Steel, 2” Conduit _ @ A20P16 13" 7 89F5428 83.64 
ere7t 25 NEMASR,4,4X,12,13 19M8329 34.92 @ A20P20 17" 17" 89F5429 100.68 
Painted Steel, 2-1/2 Gonduit_ @ A24P20 7" a" 89F5431 130.80 
Shoe 3 NEMASR,4,4X,12,13 19M8330 40.70 @ A24P24 2° 24° 96F4653 151.20 
Painted Steel, 22.5mm mT @ A30P24 rE 7 79M8384 184.80 
wm ASTEG _ 0.88 NEMASR,4,4X,12,13 51M8648 14.88 @ A36P30 27" 33" 92F095 300.12 
Painted Steel, 3/4” Conduit : @ A36P36 33° 33° 0685667 351.36 
@ AS075 1.06 NEMASR,4,4X,12,13 19M8325 18.36 @ A48P36 33° 15° 79M8392 451.40 
Painted Steel, 30.5mm Pushbutton White, Steel 
ade - 1.25" NEMAS3R,4,4X,12,13 06B4958 19.80 @ ABP4 788° 288 © 16F257 888 
Painted Steel, 4” Conduit : @ AGPG 788° 788° 0F5421 10.92 
ehsi ’ ae NEMASR,4,4X,12,13 19M8332 89.10 @ APG 675° 788° BOF5422 12.24 
Stainless sibel 2 Conduit: @ A10P8 8.75" 6.88" 89F5423 16.44 
e ASO50SS . 0.88 NEMASR,4,4X,12,13 92F112 36.72 @ A12P10 10.75" 8.88" 9F5424 2220 
Siainioss see ond @A12P12 10.75* 10.88 * 96F4601 25.80 
SASIISS 2 NEMASR IAA L218 LEME SuLDS @ANaP12 12.75" 10.88" 96F4602 28.80 
Stainless Steel, 1-1/2” Conduit @AleP14 1475 * 12.88 * 96F4603 aad 
@ AS150SS 2” NEMASR,4,4X,12,13 0141302 74.25 
Stainless Steel, 2” Conduit, aks 
@ AS200SS 2.5” NEMASR,4,4X,12,13 0141303 82.17 
Stainless Steel, 22.5mm Pushbutton 
@ ASPBGSS 0.88" NEMASR,4,4X,12,13 19M8323 36.72 
> CONTINUED > 
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ARC FLASH SAFETY SYSTEMS offma Data Interface Ports (CONT.) 
7 aie No. of NEMA Price Each 
Gepiinyen Mfg. Part No. Ports Protocol Rating Stock No. 1-9+ 
7 = 120V Duplex GFCI Receptacle, 5A Circuit Breaker, DB15F, Stainless Stee! 
lei @ HGF5GESNPSS 1 SNP NEMA12 | 79K6828 =a 
a 120V Duplex GFCI Receptacle, 5A Circuit Breaker, DB15F, Steel 
. Us @ HGF5GESNP 1 SNP NEMA12 | 79K6827 = 
Data Interface Ports a 
120V Duplex GFCI Receptacle, 5A Circuit Breaker, DB9, PC (Polycarbonate) 
‘ ——a @ HGF5GEGCC 1 Genius NEMA12 | 79K6825 — 
\ —- 120V Duplex GFCI Receptacle, 5A Circuit Breaker, DB9, Stainless Steel 
| @ HGF5GEGSS 1 Genius NEMA12 | 79K6826 — 
I i Type 12 Hinged Deep Hinged — 
t Window Kit Window Kit 120V Duplex GFCI Receptacle, 5A Circuit Breaker, DB9, Steel 
i @ HGF5GEG 1 Genius NEMA12 | 79K6824 = 
Folding Shelf 120V Duplex GFCI Receptacle, 5A Circuit Breaker, DB9F, PC (Polycarbonate) 
@ HDP5TMMCC. 1 Micro NEMA12 | 79K6787 = 
@ HGF5TMBCC 1 Modbus NEMA12 | 79K6833 = 
ee” 120V Duplex GFCI Receptacle, 5A Circuit Breaker, DB9F, Stainless Steel 
y @ HDP5TMMSS 1 Micro NEMA12 | 79K6788 = 
Keyboard Box ——— @ HGF5TMBSS 1 Modbus NEMA12 | 79K6834 — 
External Data Pocket 120V Duplex GFCI Receptacle, 5A Circuit Breaker, DB9F, Steel 
Arc flash events may happen when an electrical fault occurs within the confined space of an enclosure. Often @ HGF5TMB 1 Modbus NEMA12 | 79K6832 EE 
triggered by opening doors to access controls, the resulting explosion can cause devastating personal injury 7 
and extensive equipment damage. Conventional compliance with safety standards specifies that only highly- @ HGFSTMM 1 Micro NEMA12 | _79K6835 aan 
trained personnel with fire retardant, protective gear and non-conductive wands may breach enclosures within 120V Duplex GFCI Receptacle, 5A Circuit Breaker, RJ45, PC (Polycarbonate) 
a “flash protection boundary” established by NFPA 70E. This method is not only potentially hazardous, but @ HGF5ETHCC 1 Ethernet/ProfiNet NEMA12 | 79K6816 | 1000.40 
entails considerable compliance costs and may require a production shutdown to monitor controls or initiate a = = 
simple programming change. The components of the Arc Flash Safety System isolate workers from energized @ HGFSETHDHCC 1 DH+, ModBus Plus, Ethemet | NEMA12 | 79K6818 | 1496.24 
equipment within the enclosure while meeting NFPA 70E safety standards. 120V Duplex GFCI Receptacle, 5A Circuit Breaker, RJ45, Stainless Steel 
The INTERSAFE™ Data Interface Ports are a solution for the intersection of convenience and safety. Ports are @ HGF5ETHDHSS 1 DH+, ModBus Plus, Ethernet | NEMA12 | 79K6819 | 1643.74 
mounted on an enclosure to allow access to the programming devices inside the enclosure without opening the = 5 
enclosure door. Feature frame and door assembly with aluminum backplate. All standard configurations include @HGFSETHSS | tL CE thernet/ProfiNet_ | NEMA12 | 79K6823_| 1150.46 
a GFCI or standard duplex receptacle with a 5-amp circuit breaker for added safety. Door gasket (between 120V Duplex GFCI Receptacle, 5A Circuit Breaker, RJ45, Steel 
the door and plate assemblies) and plate gasket (between the plate assembly and the enclosure) together @ HGF5ETH 1 Ethernet/ProfiNet NEMA12 | 79K6815 669.78 
provide a tight seal. Quarter-turn latch with screwdriver slot and padlock hasp on all configurations. Continuous = 
hinges attach to the door frame to allow easy door removal. An important accessory for use with a broad range @ HGFSETHDH 1 DH+, ModBus Plus, Ethernet | NEMA12 | 79K6817_| 1141.92 
of enclosures, these ports maintain compliance with the NFPA 70E arc flash protection directive. 120 VAC 120V Duplex GFCI Receptacle, 5A Circuit Breaker, RJ45, RJ45, PC (Polycarbonate) 
receptacles and programming connectors are mounted to he plate in 75 standard configurations. Modifications @ HGF5ETHETHCC 2 Ethernet NEMA12 | 79K6821 | 1183.40 
and customization available to accommodate a wide variety of additional connectors, go online or call. —— - 
Provide visual control monitoring. Constructed of heavy gauge steel with a polyester powder finish and 6mm 120V Duplex GFCI Receptacle, 5A Circuit Breaker, RU45, RJ45, Stainless Steel 
acrylic window, or Type 304 stainless steel with a brushed finish and 6mm polycarbonate window. Oil resistant @ HGF5ETHETHSS 2 Ethernet NEMA12 | 79K6822 | 1335.90 
ce won tas a water-tight seal around the perimeter of the window and frame. Custom sizes available; go 120V Duplex GFCI Receptacle, 5A Circuit Breaker, RU45, RU45, Steel 
Folding shelves provide a convenient location for mobile PCs, laptops and test equipment, and fold out of the @ HGF5ETHETH 2 Etherne NEMA12 | 79K6820 | 829.60 
way when notin use. Feature heavy gauge steel construction and automatic locking in raised position. External 120V Duplex GFCI Receptacle, 5A Circuit Breaker, Shielded RJ45, PC (Polycarbonate) 
CONCEPT® Keyboard Box mounts to an enclosure to provide a self-contained Type 4 housing for connected @ HGFSCNCC 1 ControiNet NEMA12 | 79K6810 | 1143.14 
keyboards. External Data Pockets enable operators to access system documentation without opening the — - - 
enclosure door. NEMA Type 12//4 rated. 120V Duplex GFCI Receptacle, 5A Circuit Breaker, Shielded RJ45, Stainless Steel 
Price Each @ HGF5CNSS 1 ControlNet NEMA12 79K6811 | 1295.64 
Mfg. Part No. Height Width Depth Color Stock No. 4-9+ 120V Duplex GFCI Receptacle, 5A Circuit Breaker, Shielded RJ45, Steel 
Steel @ HGF5CN 1 ControlNet NEMA12 | 79K6809 794.22 
@ ADPX4B 6" 6" 2.25" Grey 79K5549 190.80 120V Duplex GFCI Receptacle, 5A Circuit Breaker, USB Type A, USB Type A, PC 
@ ADPX4BLG 6 e 2.25" Grey 79K5550 | 190.80 Polyeamone) 5 mE aT Es 
@ CKBC24 10" 23.3" 479° Grey 31M3535 | 9128.72 RE OES spol Breakers naIG Sal a 
@ ADPX4A Pa mo 3.25" Grey 79K5547 B02156 V Duplex Fi ee 5A Circuit -— er, USB Type non a a teel 
@ ADPXAALG a 7 3.25" Grey 79K5548 | 302.56 @ HGFSUSBUSESS — 1393.58 
@ ADPX4C 1? 13° 278° Grey 79K5551 6642 120V Duplex GFCI a 5A Circuit ——— USB Type ie — 
@ ADPXACLG a 18° 275" Grey 79K5552 | 666.12 @ HGF5USBUSB 921.10 
PIM_5512133 
PIM_88606 
Data Interface Ports Racking shelves 
Price Each tericeleachl 
No. of NEMA — Mfg. Part No. Width Depth Stock No. 19+ 
Mfg. Part No. Ports Protocol Rating Stock No. 1-9+ FF Seance 2 Sim tem ae Spas 
120V Duplex GFCI Receptacle, 5A Circuit Breaker, 5-pin Phoenix Style, 5-pin Receptacle, PC - 
(Polycarbonate) @ AASHLF1818 457mm 457mm 31M3513 606.34 
@ HGF5DN5PCC 2 DeviceNet NEMA12 79K6813 = @ AASHLF2424 610mm 610mm 31M3514 734.44 
120V Duplex GFCI Receptacle, 5A Circuit Breaker, 5-pin Phoenix Style, 5-pin Receptacle, PIM_5512131 
Stainless Steel 
@ HGF5DN5PSS 2 DeviceNet NEMA12 79K6814 — Inspection Windows 
He Duplex GFCI Receptacle, 5A Circuit Breaker, 5-pin Phoenix Style, 5-pin Receptacle, a eT es Ss ST o 
(@ HGFSDNSP 2 DeviceNet NEMA12 79K6812 x Mig. PartNo. | ‘Height | Width With Stock No. | _ 4+ 
120V Duplex GFCI Receptacle, 5A Circuit Breaker, 8-pin mini DIN, DB9F, PC (Polycarbonate) IPSS, NEMA 12 - - _ 
@ HGF58MDHCC 2 Data Highway NEMA12 79K6842 1143.14 @ APWK1212H 12 12 Hoffman Arc —_ Safety Systems | 31M3515 426.23 
120V Duplex GFCI Receptacle, 5A Circuit Breaker, 8-pin mini DIN, DB9F, Stainless Steel @ APWK1612H 12 - 16 - Hofiman Are Blasi Safety Systems [ESIM3518 893.04 
@ HGF58MDHSS 2 Data Highway NEMA12 79K6843 1295.64 @ APWK2016H 16 20 Hoffman Arc Flash Safety Systems | 31M3522 | 1011.38 
420V Duplex GFCI Receptacle, 5A Circuit Breaker, 6-pin mini DIN, DB9F, Steel eS arWKen20H 20" | 20" _| Hofiman Arc Flash Safely Systems [BESTMSS2S MIDE 
@ HGF58MDH 7) Data Highway NEMA12 79K6841 794.22 @ APWK2420H 20 24 Hoffman Arc nest Safety Systems | 31M3526 | 1157.78 
120V Duplex GFCI Receptacle, 5A Circuit Breaker, 9-pin Profibus, Stainless Steel @ APWK3024H a 30 Hofiman Arc Flash Safety Systems |RSIMS522ii MAIESea 
@ HGF5PBSS 1 Profibus NEMA12 79K6831 1285.88 P66, NEMA 12 = 
120V Duplex GFCI Receptacle, 5A Circuit Breaker, 9-pin Profibus, Steel @ AWDH1612N4 8.14 - 14.19 - Hofiman Are —_ Safely Systems [RGGHST22ii| Rstiaoa 
@ HGF5PB 4 Profibus NEMA12 79K6829 786.90 @AWDH1612N4SS_ | 8.14 14.19 Hoffman Arc oat Safety Systems | 88H5773 | 2948.82 
120V Duplex GFCI Receptacle, 5A Circuit Breaker, DB15F, PC (Polycarbonate) @ AWDH2016N4 i204 - 18.18 : Hoffman Aro Flash Safely Systems | 88H5774 | 1327.50 
@ HGF5GESNPCC 1 SNP NEMA12 83K8391 @ AWDH2016N4SS_ | 12.14 18.18 Hoffman Arc Flash Safety Systems | 88H5775 3527.02 
» CONTINUED » > CONTINUED > 
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Low Voltage Lighting Cables (CONT.) 
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NEMA ENCLOSURES 


For Use Price Each LEDD20C Receptacle ie 6.5ft 69W1105 54.84 
Mfg. Part No. Height | Width With Stock No. 1+ PIM_5512858 
IP66, NEMA 12 
@ AWDH2416N4 12.14* | 22.19" | Hoffman Arc Flash Safety Systems | 88H5776 | 1425.44 ARCA POLYCARBONATE ENCLOSURES 
@ AWDH2416N4SS_| 12.14“ | 22.19" | Hoffman Arc Flash Safety Systems | 88H5777 | 3781.90 © Material: Polycarbonate 
@ AWDH2420N4 16.14“ | 22.19“ | Hoffman Arc Flash Safety Systems | 88H5778 1526.92 @ NEMA Type: 4, 4X, 6, 6P, 12, and 13 (enclosures 12.0 x 
« « Fy 10.0 in and smaller) 
@ AWDH2420N4SS_| 16.14“ | 22.19* | Hoffman Arc i lash Safety Systems | 88H5779 | 4047.40 © Size Range (H x W xD) in: 6.0.x 6.0x 4.0 D > 24.0 x 
@ AWDH2430N4 26.14“ | 22.19“ | Hoffman Arc Flash Safety Systems | 88H5780 | 1823.10 24.0x 10.0D 
@ AWDH2430N4SS_| 26.14“ | 22.19" | Hoffman Arc Flash Safety Systems | 88H5781 | 4828.56 @ Size Range (H x W x D) mm: 152 x 152 x 102 D — 609 
@ AWDH3024N4a. ‘| 20.14 | 28.19* | Hoffman Arc Flash Safety Systems | 88H5782 | 1823.10 7 Me x 254 : : i oe 
7 - = non-metallic enclosures provide users of classic 
@ AWDH3024N4SS_ | 20.14 28.19 Hoffman Arc Flash Safety Systems | 88H5783 | 4828.56 electrical junction boxes an easy upgrade path to a high 
@ AWDH3624N4 20.14“ | 34.19" | Hoffman Arc Flash Safety Systems | 88H5784 | 2119.28 performance enclosure featuring 21st century technology. 
@ AWDH3624N4SS | 20.14" | 34.19* | Hoffman Arc Flash Safety Systems | 88H5785 | 5609.72 Precision, injection mo ded, ARCA enclosures feature 
excellent chemical resistance and the wide temperature 
IP66, NEMA 13 utilization range of polycarbonate plastic. Available in 
@ APWK138NFSS 10.5“ | 15.5“ | Hoffman Arc Flash Safety Systems | 31M3517 752.74 classic JIC sizes, these enclosures feature industry standard dimensions and panels. With custom cut outs and 
@ APWK1711NFSS 135° | 19.5° | Hoffman Arc Flash Safety Systems | 31M3520 988.20 colors available and all the standard hardware and accessories you might need Fibox can easily customize your 
= ARCA enclosure and truly make it unique to your application needs. 
@ APWK2315NFSS 17.5“ | 25.5“ | Hoffman Arc Flash Safety Systems | 31M3525 | 1272.46 er 
= rice Eac! 
@APWK2919NFSS | 21.5" | 31.5“ | Hoffman Arc Flash Safety Systems | 31M3528 | 1832.54 2 ; ——— 
© APWKS3NFSS 55° 75° Hoffman Arc Flash Safety Systems | 91M3532 Ter Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
@ APWKQS5NESS 8° | 115° | Hoffman Arc Flash Safety Systems | 31M3534 | 595.36 eyoaians 
IP66, NEMA 4X : ARCA 302015 5.9” TS 11.8" Grey 06AC3036 = 
- = ARCA 403015 5.9" 11.8" 15.7" Grey 06AC3039 —_ 
@ APWK133NF 5.5“ 15.5“ | Hoffman Arc Flash Safety Systems | 30M8772 325.74 = = = 
= ARCA 203015 5.9 11.8 79 Grey 06AC3035 127.92 
@ APWK138NF 10.5 “ 15.5“ | Hoffman Arc Flash Safety Systems | 31M3516 448.96 — 7 7 
@APWKITHINE 435° | 195" | Hoffman Arc Flash Safety Systems | 31M3519 an ARCA 304015 5.9 15.7 11.8 Grey 06AC3037 224.91 
e ADWICATENE 3 = 195 TH Are Flash § 5 31M3521 = ARCA 403021 8.3" 11.8" 15.7” Grey 06AC3041 = 
@APWK2SIENF | 175" | 255" a = ae = oF a a 31M3524 — aca ad ae es Grey [EAUSRGSS = 
@ APwK2o1NF | 215" | 31.5™ | Hoffman Arc Flash Safe = ems | 31M3527 —_ BRCASOZ = oe ui Grey (EASES eae 
@ APWK352aNF| 255° | 37.5" | Hoffman Arc Flash Safe = ems | 31M3530 ae ARCA GOO = Be _ Grey | AUUAGS05 TZ 0a 
Se APVKEANE 5 5 - 7 5 TH Are Flash § = 31M3531 z30/60) ARCA 405021 8.3" 19.7" 15.7" Grey 06AC3043 = 
@ APWKQSNE | ne 7 a = Fi a = : ec = 31M3533 — ARCASOSNZS os ze" oF Grey [RMUBAGSOE = 
- ui SEU ARCA 705030 11.8” 19.7" 27.6" Grey 06AC3055 = 
ee ARCA 806030 11.8" 23.6" 31.5" Grey 06AC3057 427.78 
ARCA 507030 11.8" 27.6" 19.7” Grey 06AC3049 359.02 
LED LIGHT KITS Hoffman’ ARCA 608030 118" 315° | 236 | Grey | 06AC3053 | 454.05 
= PIM_5687243 
> a a. pase 
> LE LED Light Extension Connector/Cable Assembly ARCA IEC MOUNTING PLATES 
“ ‘ = - Paes - 
< a Price Each 
LED Light Input Connector/Cable Assembly Mfg. Part No. Description Stock No. ss 
wn MPS ARCA 3020 10X6"(LxW) 06AC3059 = 
i.e P30 MPS ARCA 4030 14X10"(LxW) 06AC3060 = 
LED Light Kits MPS ARCA 5040 18X14"(LxW) 06AC3061 = 
c Us GR MPS ARCA 6040 22X14"(LxW) 06AC3062 = 
26X18"(LxW) 06AC3063 — 
LED light kits provide interior enclosure lighting. These light kits are ideal for remote and darkened enclosure MPS ARGA 7050 a a) 
applications. The light can be mechanically fastened with included hardware to maintain enclosure UL listing (up MPS ARCA 8060 30X22"(LxW) 06AC3064 101.70 
to Type 4X), or can be magnetically attached to flat steel surfaces. The lights have auto-sensing circuitry (AC PIM_5687247 
voltage 90 VAC to 260 VAC and DC voltage 20 VDC to 60 VDC). LED lights are light-weight and in a small form 
factor while providing 900 LM of 6500K light. Power consumption for all models is 5 watts. 
aac mea eee eae PriceEach 4 ABS PICCOLO ENCLOSURES 
Mfg. Part No. Length Output Rating Voltage Stock No. 1-9+ 
Cool White, Magnetic Mounting, IR Motion Sensor fis 
LEDD2M35 351 mm 900 Im 5W 60 VDC 69W1103 496.54 Osan 
vailable 
LEDA2M35 351 mm 900 Im 5W 260 VAC 69W1097 389.18 
Cool White, Magnetic Mounting, On/Off Switch 
LEDD1M35 351 mm 900 Im 5W 60 VDC 69W1100 357.46 (7 
LEDA1M35 351 mm 900 Im 5W 260 VAC 52W5227 248.40 
Cool White, Screw Mounting, IR Motion Sensor @ NEMA 1, 4X, 6, 12, 13 © Also available in UL/CSA approved polycarbonate 
LEDD2S35 351 mm 900 Im 5W 60 VDC 69W1104 542.90 e IP67 protection ; plastic 
LEDA2S35 351mm | _900im 5W 2eovac | 69wi098 | 402.60 i Light i bens a eae 
so available in pushbuttons; go online or call. 
Cool White, Screw Mounting, On/Off Switch g RICSERR 
LEDD1$35 351mm | 900Im 5W 60 VDC 69W1101 357.46 oe euln er ci — is ee aa 
i: ; b 9+ 
LEDA1S35 351mm | 900Im 5W 260VAC | 27W5622 | 280.60 abs gran’ eg : bd ute ase 
FIM210000 @ ABS B 6ST 26" 3.1" 43° Grey 39C7366 25.21 
@ ABS C65T 2.6" 3:4" 5.5” Grey 39C7370 28.76 
Low Voltage Lighting Cables @ ABS H 95T 37 55" 6.7" Grey 3907382 46.70 
Cable Price Each @ ABS M95T 3.7” 5.5” 9.1” Grey 3907384 56.12 
Mfg. Part N Cc tor A Cc tor B bmst Stock N 1-9+ pes Bray ore 
jal ee — mere oa“ : @ ABS B65G 26 at" 43 Grey 39C7365 | 25.62 
LED Light Extension Connector/Cable Assembly, for AC LED Lights @AESCEG 7 ar Be Gre 3907369 aan 
LEDA10E Receptacle Plug 3.3ft 52W5224 67.08 - - — y - 
. 7 a @ABS D65G 2.6” 3.1” 6.7" Grey 39C7373 28.00 
LED Light Extension Connector/Cable Assembly, for DC LED Lights . 7 ; 
@ ABS F 65G 26 3.1 9.4 Grey 39C7377 32.02 
LEDD10E Receptacle Plug 3.3ft 69W1102 67.08 eARSBaSG 37° aF rey Gi 3907367 
: : i re 
LED Light Input Connector/Cable Assembly, for AC LED Lights ; 7 7 i ase) 
@ABSC 85G 3.3 3.1 5.5 Grey 39C7371 29.13 
ee — = eet ou cae @ ABS D 85G 3.3" 3.1” 67" G 39C7375 
f , E re 
LED Light Input Connector/Cable Assembly, for DC LED Lights u 8220 
> CONTINUED > > CONTINUED > 
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NEMA ENCLOSURES 


ABS PICCOLO ENCLOSURES (CONT.) INSPECTION WINDOWS, ARCA IPW (CONT.) 
Price Each For Use Price Each 
Mfg. Part No. Height | Width | Depth Color Stock No. 1-9+ Mfg. Part No. Height | Width With Stock No. 1-9+ 
ABS, Grey Cover -999, NEMA 4, 4X, 12, 13 
@ABSF85G 3.3” 3.1" 9.1” Grey 39C7379 36.22 AR IPW 1614BT 16“ | 14“ | Fibox Enclosures for Direct Access HMI | 06AC3032) 323.05 
@ ABS H95G 3.7" 5.5" 6.7" Grey 39C7381 41.60 Control 
@ABSM95G 37° 55° 9.1" Grey 3907383 50.20 AR IPW 1614SCT| 16“ | 14° | Fibox Enclosures for Direct Access HMI | 06AC3033) 307.47 
- - - - Control 
Polycarbonate ARIPW 1614wT | 16° | 14° |Fibox Enclosures for Direct Access HMI|06AC3034| 331.49 
@ULPCB65G 2.6" 3.1" 43° Grey 3908854 - Control 
@ULPCB65T 2.6" 3.1" 4.3” Grey, Transparent 39C8855 - AR IPW 1210BT 12“ | 10“ |Fibox Enclosures for Direct Access HMI |06AC4745| 195.06 
@ULPCC65T 2.6" Salt. 5.5” Grey, Transparent 39C8859 - Control 
@ ULPCB85G 3.3" 3.1? 4.3 Grey 39C8856 = AR IPW 1614KT | 16“ | 14° | Fibox Enclosures for Direct Access HMI|06AC4746| 358.79 
@ULPCC85T 3.3" 31° | 55” | Grey, Transparent | 39C8861 z Control 
@ ULPCF85G 33 (dL ar | ot Grey 3908868 = FIM SA6 7248 
@ULPCH95G 3.7" 5.5” 67" Grey 39C8870 - 
@ ULPCH95T 37 | 55° | 67° | Grey, Transparent | 39C8871 = IP65 Enclosures @ 
@ULPCM95G 37" 55 91" Grey 3908872 = Features - Die-Cast Aluminium Enclosures: multicomp 
- - © Material - Aluminum Alloy 
@ULPCM95T 3.7" 5.5” 9.1” Grey 39C8873 - Finish - Natural Aluminum ; <=> 
@ ULPC MH 125G 49” 55” 9.4” Grey 95M7579 = @ Designed to meet IP65 through the use of 
7 7 7 = neoprene gasket with the universal tongue and 
@ ULPC MH 125T 49 5.5 94 Grey 95M7580 groove seal system 
PIM_73747 @ Wall mounting holes and lid fixing screws are 
outside the ceiling area for railing protection 
Features - Sealed Polycarbonate Enclosures 
INSPECTION WINDOW KITS (UL94-HB): 


@ Moulded in - Clear & Light Grey 
© Operating Temperature - -40°C to 120°C 


RoHS ® Clear lid is available © Moulded in - Dark Gre 
i i F f y 
eiacinpian ° ee is eg ees a seal i ~ © Operating Temperature - -20°C to 80°C 
se Soils 2ase Can De mounted Win Palines © Mounting flange is designed on the bottom of the 
HB): gn imp type of screws on the wall easily 
es Price Each 
fe NEMA 4, 12; P54 oF IPG polycarbonate Mfg. Part No. Height | Width Depth Color Stock No. 124+ 
@ Add inspection window to any enclosure © Resistant to UV radiation, non-hygroscopic zi 
© Temperature range: -40°F to +248°F (-40°C to © Chemical resistance to concentrated mineral acids, ABS, G3XXMF Series 
+120°C) organic acids, oxidants, deducing agents, neutral/ @ MCc001122 1.38” 1.38" 3.54" Grey 84Y6303 4.86 
: rion to ca impact _ ’ -_ ea salt ser idee and oil of ie @ MC001072 1.38” 1.97" 2.05" Grey 84Y6253 LAT 
inspection windows permit viewing and access to readouts and controls that are surface mounted on metal or 7 ; = 
non-matallic enclosures. Available in clear (L) or smoked grey transparent (LII) covers. © MC001113 1.38 2.28 2.52 Grey 84Y6294 4.58 
7 @ MC001114 1.58” 2.56" 4.53" Grey 84Y6295 6.30 
For Use | Price Each : ; 7 
Mfg. PartNo. | Height | Width With StockNo. [1-9 SiMcontits al eee an Grey BANGZSG 6.80 
-888, NEMA 4X @ MC001073 2.17" 3:15" 3.23” Grey 84Y6254 TAT 
@ IPW 2819-6 11" 75° | FrontPanel Mounted Meters | 10M6590 = © mC001074 200 3.15" 6.3" Grey BAYG255 11.87 
@ PW 2819 11° 75° | FrontPanel Mounted Meters | 398112 = emcotie | et | 35a | 450" | Grey GO 
1P54, NEMA 12 @ MC001118 2.17" 4.76" 6.73" Grey 846299 12.01 
@L04 31° 3" Enclosures 3503025 20.36 @ Mc001120 217" 5.75" 8.74" Grey 84Y6301 15.42 
@L06 3.4" 3° Enclosures 353026 21.38 © MC001076 280° a1 72 Grey CNC 13.73 
@L02 34° 3. Enclosures 3503024 18.58 @ MC001121 2.96" 5.75" 8.74" Grey 846302 16.48 
@L10 3:1 3° Enclosures 35C3028 56.20 @ MC001117 3.15” 3.54” 4.53” Grey 84Y6298 9.37 
IP65, -888 @ MC001119 3.15” 4.76” 6.73" Grey 846300 13.03 
eL43il 11" | 13.03" PCIABS Cabinets 35C3031 | 154.86 SMCS aoe S18: oe Grey E8Y62560| eral 
1P65, NEMA 12 @ MC001077 3.55” 4.72" 4.72" Grey 84Y6258 14.65 
elas 14.8" 13° PCIABS Cabinets 35C3032 | 185.06 Aluminium Alloy, G1XX Series 
@1 1211 9.8“ 5“ PC/ABS Cabinets 35C3029 30.89 @ MC001125 1 2.07 4.04 Natural 91¥1249 6.66 
@L 241 9" 8.6 “ PC/ABS Cabinets 35C3030 37.87 @ MC001137 1 2.07 4.04’ Grey 911261 8.70 
PIM 69005 @ MC001131 " 2.07" 4.04" Black 911255 8.70 
_ @ MC001123 1,23" 1.61” 2.19" Natural 91¥1247 0.72 
@ MC001129 1,23” 1.61” 2.19” Black 911253 1.96 
INSPECTION WINDOWS, ARCA IPW @ MC001135 1.23" 1.61" 2.19" Grey 91Y1259 Tali 
Fibox, world ecules polycarbona' reeked @Mc001124 2.05" 2.94" 3.13” Natural 91Y1248 10.28 
presents an innovative view on your controls with the = = 7 
ARCA IPW (Instrument Protection Window). The IPW © MC001130 2.05 3.18 3.19 Black DNAS |L_W 
allows for easy viewing of meters or displays and affords @ MC001136 2.05” 3.15” 3.13” Grey 91Y1260 11.90 
direct access to HMI controls on any enclosure. With a @ MC001126 237" 315" 6.80" Natural 91Y1250 18.10 
working depth of over 3 inches, Fibox’s IPW provides = 7 = 
an easy to install, secure HMI access point on any @ MC001132 2.37 3.15 6.89 Black 911256 24.03 
enclosure while still retaining it's NEMA 4X classification. @ MC001138 2.37" 3.15” 6.89" Grey 911262 24.03 
Soo eesti ad gael iael tad © MC001127 2.96" a1 787° | _ Natural o1v1251 | 20.23 
a formed in place polyurethane gasket and secure 
streamline lockable a 9 @ MC001133 2.96" 4.72" 7.87" Black 911257 30.44 
@ MC001139 2.96" 4.72" 7.87" Grey 911263 30.44 
With two sizes available (12 x 10 3.31 and 16 x 14 x 7 7 7 
3.31), the IPW is made to the same exacting standards eMenOti oer oa ey Black ONES was 
of all Fibox enclosures and is UL listed NEMA 4X. Rugged, UV protected, impact resistant polycarbonate makes @ MC001140 3.57 6.3 10.24 Grey 911264 33.94 
the IPW an robust solution for all cabinets and control panels. @ MC001128 3.57" 6.3” 10.24" Natural 911252 33.42 
For Use Price Each Polycarbonate, G2XXMF Series - Clear Lid 
Mfg. Part No. Height | Width With Stock No. 1-9+ @ MC001112 1.38” 1.38” 3.54” Grey 846293 6.06 
-999, NEMA 4, 4X, 12, 13 @ MC001066 1.38” 1.97" 2.05” Grey 84Y6247 5.11 
AR IPW 1210KT 12“ | 10“ |Fibox Enclosures for Direct Access HMI |06AC3029| 228.53 @ MC001103 1.38" 2.28" 2.52" Grey 84Y6284 5.81 
Ait ee oS homes Hn @ Mc001104 1.58" 2.56" 4,53" Grey 84Y6285 3.73 
AR IPW 1210SCT ibox Encl sae i ccess 3 190.91 @ MC001105 2417" 2.56" 4.53" Grey B4Y6286 9.12 
ARIPW1210wT | 12° | 10° |Fibox Enclosures for Direct Access HMI|06AC3031| 200.92 © MC001067 247" 3.18" 3.23" Grey 84Y6248 11.30 
Control @ MC001068 2.17" 3.15" 6.3" Grey 84Y6249 15.74 
> CONTINUED > > CONTINUED > 
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NEMA ENCLOSURES 


IP65 Enclosures (CONT.) IP67 Die-Cast Aluminium Enclosures (CONT.) 
Price Each Price Each 
Mfg. Part No. Height Width Depth Color | Stock No. 1-24+ Mfg. Part No. Height Width Depth | Color Stock No. 1-24+ 
Polycarbonate, G2XXMF Series - Clear Lid Aluminium Alloy 
@ MC001106 2.17" 3.54" 4.53" Grey 84Y6287 10.46 @ Mc001182 1.34" 2.52" 3.86" Natural 949402 10.81 
@ MC001108 2.47" 4.76" 6.73" Grey 846289 17.57 @ MC001206 1.34" 2.52" 3.86" Grey 949426 15.39 
@ MCo01110 2.17" 5.75" 8.74" Grey 8476291 20.93 @Mco01171 1.38" 2.29" 2.52” Natural 9479391 8.35 
@ Mc001070 2.37" 472" 472 Grey 8476251 17.11 @ MC001195 1.38" 2.29" 2.52" Grey 949415 13.03 
@mco01111 2.96" 5.75" 8.74" Grey 846292 22.61 @ Mc001219 1.38" 2.29" 2.52" Natural 949439 10.18 
@ MC001107 3.15" 3.54" 4.53" Grey 846288 12.08 @ MC001233 1.38" 2.29" 2.52” Black 949453 13.70 
@ MC001109 3.15" 4.76" 6.73" Grey 84Y6290 72 @ MC001185 1.44” 2.49” 5.91” Natural 94Y9405 16.02 
@ Mc001069 3.35" 3.15" 6.3" Grey 84Y6250 16.83 @ Mc001209 1.44" 2.49" 5.91" Grey 949429 20.99 
@Mco01071 3.55" 4.72" 472" Grey 846252 18.45 @ MC001183 1.58" 3.15" 4.93" Natural 949403 14.22 
Polycarbonate, G2XXMF Series - Grey Lid @ MC001207 1,58” 3.15" 4.93” Grey 94Y9427 18.07 
@ Mco01102 1.38" 1.38" 3.54” Grey 846283 6.06 @ Mc001227 1.58" Natural 949447 14.86 
@ MC001060 1.38” 1.97" 2.05” Grey 84Y6241 5.11 @ MC001241 1.58” Black 94Y9461 = 
@ MC001093 1.38" 2.28" 2.52" Grey 84Y6274 5.81 @ Mc001189 2.05" Natural 949409 10.63 
@ Mc001094 1.58" 2.56" 4.53" Grey 84Y6275 8.73 @Mc001213 2.05" Grey 949433 12.29 
@ MC001095 2.47" 2.56" 4.53" Grey 84Y6276 9.12 @Mc001173 2.17" Natura 94Y9393 15.35 
@ Mc001061 240 3.15" 3.23” Grey 846242 11.30 @ Mc001197 2.17" Grey 949417 = 
@ Mc001062 2.17" 3.15" 6.3" Grey 846243 15.74 @ Mc001221 2.17" Natural 9479441 = 
@ MC001096 2.47" 3.54" 4.53" Grey 84Y6277 10.46 @ MC001235 2.17" Blac 94Y9455 re 
@ MC001098 2.47" 476" 6.73" Grey 84Y6279 17.57 @ MC001174 2.17" Natura 949394 18.66 
@ MC001100 247° 5.75" 8.74" Grey 84Y6281 20.93 @ Mc001198 2.17" Grey 94Y9418 23.56 
@ Mc001064 2.37" 4.72" 472" Grey 846245 17.11 @ Mc001222 2.17" Natural 949442 = 
@ MCco01101 2.96" 5.75" 8.74" Grey 846282 22.61 @ MC001236 2.17" Blac 949456 24.70 
@ MC001097 3.15" 3.54” 4.53" Grey 84Y6278 12.08 @ MC001176 2.47" Natural 949396 30.21 
@ MC001099 3.15" 476" 6.73" Grey 846280 17.12 ‘@MC001200 2.17" Grey 949420 31.38 
@ MC001063 3.35" 3.15" 6.3" Grey 846244 16.83 @ Mc001224 2.17" Natural 949444 31.64 
@ MC001065 3.55" 472" 472" Grey 846246 18.45 @ MC001238 2.17" Blac 949458 32.84 
Price Each @MCc001177 2.47" Natural 94Y9397 33.92 
Mfg. Part No. Type Stock No. [ees | @Mc001201 2.47" Grey 9479421 35.27 
“emcoom4as=~=~=~SCSC~*é‘<~S]S*S*SCSver”=S*~<C~*~:*StC<CSt*~tCtétVWBO’'SC*‘“‘C(]!*C‘étC! @ MC001225 2.17" Natural 949445 29.91 
@ Mc001147 Cover 846310 we @ MC001239 2.17" Blac! 94Y9459 36.90 
@ mco01148 Cover 84y6311 0.18 @ Mc001184 2.25" Natura 94v9404 si 
@ Mco01149 Cover 846312 144 @ Mc001208 2.25" Grey 949428 22.67 
@ MC001150 Cover 84Y6313 0.20 @ MC001228 2.25" Natura 94Y9448 17.67 
@Mco01151 Cover 846314 4.52 @ MC001242 2.25” Blac 94Y9462 23.78 
@ Mco001152 Cover 84Y6315 1.80 @ Mc001191 cals Natural Cea 18.71 
@ MC001153 Cover 84Y6316 1.61 @ MC001215 2.37" Grey 94Y9435 24.63 
@ MC001154 Cover 84Y6317 2.01 @ MC001186 2.37" Natural 94Y9406 24.82 
@ MC001155 Cover 84Y6318 aie @ MC001210 2.37" Grey 949430 28.68 
@ MC001156 Guard 846319 0.92 @ MC001229 2.37" Natura 94Y9449 a 
@ MC001157 Guard 84Y6320 1.34 @ MC001243 2.37" Black 94Y9463 30.04 
@ MC001158 Guard 84Y6321 1.02 @ MC001175 2.96” Natura 94Y9395 = 
“eucoomsa. ~*~ WaliCip~—~SC~=~é~dS=<C*t‘tSCt*étVWBS*S*S*~YStC*«‘< @ MC001199 2.96" Grey 94Y9419 30.42 
PIM 5703555 @ MC001223 2.96" Natural 949443 30.53 
@ MC001237 2.96" Black 949457 31.88 
IP67 Die-Cast Aluminium Enclosures (=) ee — = ee —— 
ane pone multicomp @ Mc001231 2.96" Natural 94Y9451 32.81 
@ Material - Aluminium Alloy ‘ rs @ MC001245 2.96" Black 94Y9465 33.75 
e With EPDM continuous seal to meet IP67 rating = &% y lr SMCOONET ole Me Bay eA? ae 
ciuseneatenl ke: f “ ¥ [res Cy @ MC001211 3.19 Grey 9479431 5.28 
e M4 countersunk stainless screws are included to = —/, @ MC001230 3.19” Natural 94Y9450 28.76 
e Caren el in the base / i S McCool a9! Black Coe 33.94 
with the flange, use M5 screw to assemble the @ MC001178 3.23" Natural 94Y9398 36.93 
base on the wall @ MCc001202 3.23" 5.75" 8.75" Grey 949422 43.60 
@ Mounting flange on the bottom of the body can be mounted on the wall easily ® Mc001226 323" 575" 875" Natura 94v9446 38.67 
| [Price Each = “e MC001240 3.23" 5.75" 8.75" Black oayo460 | 45.69 
Mfg. Part No. Height Width Depth Color Stock No. 1-24+ ® MC001193 357" 63" 10.24" Natural 949413 30.76 
Aluminium Alloy @ MC001217 3.57" 6.3” 10.24” Grey 94Y9437 36.56 
@ MC001190 1.01" 2.07" 4.04" Natural 94Y9410 7.04 eiicooti75 P 45" 475° Natura 9479399 26.85 
@Mco001214 1.01" 2.07" 4.04" Grey 949434 9.09 eiicnnas 7 nas ATF Gis Maen = 
@ MC001170 1.19" 1.42" 3.56" Natural 949390 8.24 eNicoorieo m7 6.25" 6.25" Natural 9479400 38.24 
@ Mc001194 1.19" 1.42" 3.55" Grey 94Y9414 12.68 @Mco01204 P 625" aoe Grey 94v9424 = 
@ Mc001218 1.19" 1.42" 3.55" Natural 949438 8.96 
@ Mc001232 1.19" 1.42" 3.55" Black 94Y9452 13.27 | Price Each 
@ Mc001181 119" 178" 197" Natural 94y9401 7.40 Mfg. Part No. Type StOeKNG! 1 
mien a0 19" ar 1977 Grey TREE qHTaA @ Mc001246 Seal 8276948 a 
@cooli72 rey 256" ri Natural 9479392 aS @ Mc001247 Seal 8276949 ae 
@ MC001196 119" 2.56" 453 Grey oavoaie | 17.32 ies pea Bavesa0 1.38 
@Mc001220 1.19" 2.56" 4.53" Natural 9479440 12.89 SMcons Seal S2y 508 = 
@ Mc001234 119° 256" 453" Black oayeasa | 18.13 @MCODI2EO een BeyeRSE eS 
@ MC001188 1.23" 1.62" 2.19" Natural 9479408 0.71 emcoor2s! ned B2yeRSS ESS 
@ Mco01212 1.23" 162" 219" Grey 9479432 = © MC001252 Seal UEMGSS = 
> CONTINUED > > CONTINUED > 


1472 Go online or call for non-compliant or &°ROHS Compliant products. See page 2 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NEMA EN URES 


IP67 Die-Cast Aluminium Enclosures (CONT.) 88 SERIES IP67 EMI SHIELDED ALUMINUM HEAT 
Price Each SINK CASES TA KAC | | 
Mfg. Part No. Type Stock No. 1-1-9+ 
@ MC001253 Sea 82Y6955 — 
@ MC001254 Sea 82Y6956 -—- 
@ MC001255 Sea 82Y6957 = 
@ MC001256 Sea 82Y6958 aS 
@ MC001257 Sea 82Y6959 ae Black Silver Protective Boots 
@ MC001258 Sea 82Y6960 — Mounting Plate Gesinpiat 
@ mc001259 Sea 826961 1.38 © Heavy-duty aluminum enclosure, heat sink © Colors: Black or Silver Available 
e ncroz0 = sven a ose gor eee 
@ MC001261 Sea 82Y6963 — © PCB or chassis are horizontally mountable by © Order black silicone protective boots and mounting 
enue — we Tee Hig vatoprot and heat restart ieee 
© mc001263 Seal 82Y6965 =e e Oosrstin Proeure -40°C to +105°C 
@ MC001264 Sea 8276966 Eno IP67, EMI shielded aluminium heat sink enclosures designed for a tough environment. Suitable for measuring 
@ MC001265 Sea 82Y6967 eas instruments, industrial control box and industrial camera housing. 
@ MC001266 Seal 826968 = Price Each 
@ MC001267 Seal 82Y6969 1.69 Mfg. Part No. Height Width Depth Color Stock No. 1-2+ 
@ MC001268 Sea 82Y6970 -— Aluminium 
@ MC001269 Seal 82Y6971 ae @ AWN8-5-18EBB 1.803” 3.181” 6.89" Black 68X2325 81.21 
PIM_5703595 @ AWN8-5-18ESS 1.803” 3.181” 6.89” Silver 78X4132 TENSE 
@ AWN11-6-15EBB 2.217" 4.185" 5.906” Black 68X2318 102.53 
FIBERGLASS IEC-TYPE REINFORCED Ruuackie r @ AWN11-6-15ESS 2.217" 4.185" 5.906” Silver 78X4125 100.63 
POLYESTER NEMA ENCLOSURES EURISZUSE GVSTEREINE: @ AWN11-6-24EBB 2.217” 4.185” 9.449” Black 68X2319 119.59 
Rane @ AWN16-9-28EBB 3.201” 6.154” 10.827” Black 68X2321 127.13 
Gee einpiat @ AWN16-9-28ESS 3.201" 6.154” 10.827” Silver 78X4128 167.68 
Avalebe “@ AWN16-9-18EBB 3201 | 6154" | 68a | Black | 68X2320 | 141.80 
@) @ @ AWN16-9-18ESS 3.201” 6.154” 6.89” Silver 78X4127 139.89 
@ AWN9-9-13EBB 3.398" | 3.398" 4.921" Black 68X2326 | 103.02 
@ AWN9-9-22EBB 3.398” 3.398" 8.661" Black 68X2327 121.41 
Screw Cover Hinged w/ Screw Cover Hinged w/ Latch Cover e AINE 2268S 9.398" 3.398" 8.661" Silver LOC 119.68 
© UL Type 4X; UL 508 NEMA 3, 3R, 4, 4X,12. and 13; of gasketed coupling collars Accessories 
IEC 529 rated IP67-11 ; © Brass M4 threaded inserts installed for attachment Price Each 
* thaveerenintedpieaar ® Reurivate bose or sadivecdadiinsit Mis Fists : nes Sock Nod tele 
@ Hinges are non-metallic, latches are made of provided in each base @AWC11-15 Mounting Plate for AWN11-6-15Exx Enclosures 68X2308 16.80 
stainless steel © Suitable for wall or pole mounting @ AWC11-24 Mounting Plate for AWN11-6-24Exx Enclosures 68X2309 17.17 
e Provide protection for equipment and operators @ Easily modified with conventional tools @AWC16-18 Mounting Plate for AWN16-9-18Exx Enclosures 68X2310 17.56 
from indirect electrical contact © Capable of withstanding continuous temperatures 7 
© Can be horizontally or vertically coupled by means up to 302°F (150°C) @ AWC16-28 Mounting Plate for AWN16-9-28Exx Enclosures 68X2311 22.75 
Order couping collars separately. Screw type version available in Type 6P prolonged submersion; go online @ AWC9-13 Mounting Plate for AWN9-9-13Exx Enclosures 68X2316 14.80 
or call. @ AWSP11-6B Silicone Protective Boot for AWN11-6-xxExx Enclosures 78X4135 53.04 
Price Each @ AWSP16-9B Silicone Protective Boot for AWN16-9-xxExx Enclosures 78X4136 57.91 
Mfg. Part No. Height Width Depth Color Stock No. 1-24+ @ AWSP8-5B SiliconeProtective Boot for AWN8-5-xxExx Enclosures 78X4138 39.23 
Polyester (PET), Glass Fibre Reinforced @ AWSP9-9B Silicone Protective Boot for AWN9-9-xxExx Enclosures 78X4139 50.45 
@ A1-706 7.32" 5.94” 5.5” Grey 73P7124 170.03 PIM_5575507 
@ A1-706H 7.32" 5.94” 5.5” Grey 73P7125 235.18 
@ A1-706HPL1 7.32” 5.94” 6.5" Grey 73P7126 270.13 PUSH BUTTON BOXES 
@ A31-1207 11.88" 732" 6.88" Grey 73P7133 313.04 @ Heavy duty 14 GA steel seam welded construction 
@ A31-1207H 11.88” 7.32" 6.88" Grey 73P7134 312.50 © Cover screws thread into sealed nuts for additional sealing . _— 
@ A31-1207HPL2 1188" 732 6.8" Grey 73P7135 | 379.02 eat aad aatdieiicne I pleahd 
@A41-1212 11.88 11.88 6.88 Grey 73P7136 301.67 protection against dust, water and oil oO Geptinpian 
@ A41-1212HPL2 11.88" 11.88” 6.88” Grey 73P7138 431.62 © Cover supplied with 22.5-mm or 30.5-mm four-way Available 
@AT1-1412 14.62” 11.88" 6.88" Grey 73P7145 341.89 . reer inside body ® @® 
@ A51-1912 19.2" 11.88" 6.88" Grey 73P7139 580.13 External flanges with holes for wall mounting ra) 
@ A51-1912HPL2 19.2” 11.88” 6.88" Grey 73P7141 609.52 © Duarable ANSI 61 grey powder coating ; 
@ A61-2412 23.18" 11.88" 6.88" Grey 73P7142 592.51 : eee a and PPovealype 12 anditsiraling lay 
@ A61-2412HPL2 23.78" 11.88" 6.88" Grey 73P7144 720.91 sual 
@A11-2414 23.78" 14.68" 6.88" Grey 73P7127 640.46 = 
@ A11-2414H 23.78" | 14.68" 6.88" Grey 73P7128 700.80 BricelEach 
@ A11-2414HPL2 23.78" 14.68” 6.88" Grey 73P7129 767.32 Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
@At2-2424 zare’ | 2376 | 688 | Grey | 79P7130 | 819.91 Steel, 22.6mm 
@ A12-2424HPL4 23.78" | 23.78" 6.88" Grey 73P7132__| 1070.53 © SPB-3901 3.5" 3.25" 218 Grey BO TE 288, 24.99 
@ SPB-3902 5.75” 3.25” 2.15" Grey 4078249 31.82 
uetiGalEach @ SPB-3903 8" 3.25” 2.75" Grey 4078250 37.03 
Mfg. Part No. Type_ slioaisltle Gaze @ SPB-3004 10.25" 3.25" 275" Grey 4078251 47.23 
@ SEDV Vent Drain 73P7200 14.69 
Steel, 30.5mm 
re @ SPB-3921 35" 3.25" 275" Grey 4078252 24.99 
@ SPB-3922 5.75” 3.25” 2.75" Grey 4078253 31.82 
P @ SPB-3923 8" 3.25” 2.75" Grey 4078254 37.03 
Dev Kit HQ @ SPB-3924 10.25" 3.25” 2.75" Grey 4078255 27.67 
PIM_195477 


Find the Newest Development Kits & 


Evaluation Boards from Top Suppliers 
newark.com/dev-kits 


PIM_5624787 
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PUSHBUTTON ENCLOSURES 


ee DUTY PLASTIC PUSH BUTTON BOXES 22.5mm & 30.5mm PUSHBUTTON ENCLOSURES (CONT.) 


© Suited for 22mm and 30mm push button | |- Price Each 
@ Four way keyed 2 i i | 19+ 
© Body made of gray Polycarbonate (PC) reinforced ‘4 ret restart Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
with 10% fiberglass @ Stainless Steel, 22.5mm 
® Cover made of gray Polycarbonate (PC) e ony @e7 @ E1PBGSS 35" 3.25" 275" | Unfinished [ 19M8424 | 364.08 
@ High impact resistance e Stainless Steel, 30.5 
© |P-67 TUV rating to keep out dust and water in e ce ant aINIGSS Steel, ov-oMm 
extreme conditions e Available @ E1PBSS 3.5" 3.25” Unfinished 9309362 356.31 
@ UL508 / NEMA type 4X and type 6 listed #343339 | e . Steel, 22.5mm 
© Non-chlorinated & non-brominated flame retardant B q- 5 @) : 7 ; 7 
With UL-94 V0 rating *) ~ @ @ E1PBG 3.5) 3.25 2.75) Grey 89C5023 118.44 
CJ e @ E2PBG 5.75" 3.25” 2.75" Grey 06B7375 124.30 
2 . 2 ” @ E8PBAM 6.75" 10.75” 7.25” Grey 20H6461 355.02 
PricslEach @ E3PBG 8” : 328: wake Grey 88F2944 140.80 
Mfg. Part No. Height Width Depth Color Stock No. 1-44 @ E4PBG weg cs 2.75 Grey 05/1863 170.40 
Polycarbonate, 22.5mm @ E5PBG 12.5 3.25 215 Grey 19M8438 | 177.10 
@ PBB-11815-1 4.331" 3.15" 3.346" Grey 48X9584 17.54 Steel, 30.5mm 
© PBB-11817-2 sie | 345 | 3340" | Grey | 48X9585_| 0,09 BEIFE ae ae at Grey cite || dee 
© PBB-11819-3 7.087" 315° | 3346" | Grey 48x9586 | 23.77 SEIRBA _ _ a Grey S6rATA2 || 157.55 
@ PBB-11821-4 9.84" 3.15" 3.35" Grey 48X9587 29.17 @ E2PBA 4.84 5.5) 3.5) Grey 19M8430 194.40 
Polycarbonate, 30mm @ E2PB 5.75 3.25 Grey 92c9080 | 128.70 
© PBB-11831-1 4.331” 3.16" 3.346" Grey 48X9588 17.54 @ E3PB 8 3.25 i Grey 9208996) | 147-40 
@ PBB-11833-2 5.118" 3.15" 3.346" Grey 48X9589 20.09 @ E6PB 9.5 6.25 3 Grey 20H6456 | 231.60 
@ PBB-11835-3 7.087” 3.15” 3.346" Grey 48X9590 23.77 @ E4PB 10.25) 3.25) 2.75 Grey 20H6449 166.10 
@ PBB-11837-4 9.84" 3.15" 3.35" Grey 48x9591_ | 29.17 @ ESPB i235 3.25 _ Grey TOMG49 7 Esto) 
PIM_212294 @ E6PBVL 14.75 3.25 2.75 Grey 19M8441 202.40 
Accessories 
Price Each 
® Sad 
Sneie es NEMA 4X 22mm & 30mm Hoffman Mfg. Part No. Type cet ai 
Contoured bodies with flush cover screws for attractive, RoHS | @ A18SBASE : Pedestal Base 51M8666 346.48 
contemporary appearance. Designed to insulate and compliant @ A44CCOL Straight Pedestal Column 06B5760 558.76 
house 30.5mm or 22.5mm pushbuttons in wet, dusty, PIM. 48983 
and corrosive environments. Constructed of — high- @) G = 
impact polycarbonate material that’s RAL 7035 light 
gray and easily punched, drilled, filed, or sawed. Cross- Consolet Enclosures 
point captivated cover screws are zinc-plated stainless Consolet sloping front enclosures designed to house a variety of electronic control and instrumentation devices. 


steel. Removable polycarbonate screw cover caps and 


, J Feature control panel attached with continuous hinge along bottom edge. Flexible design allows for mounting 
mounting hardware included. Molded internal pads for on either of two sides, creating control surfaces of 30° or 60°. Can be mounted on desktops and other flat 
mounting panels, rails and other components. Gasket surfaces. Ideally suited for mounting on pedestals; order separately below. Steel construction with ANSI 61 gray 
provides a watertight and dust-tight seal. Flammability polyester powder painted finish. Corrosion-resistant Type 304 stainless steel with smooth #4 brushed natural 
ioe ie ee Pe ee, se He cn finish available online. Both meet NEMA 12 and IEC 60529, IP6S. 

an : requirements. UL listed, : 
certified. For use with switches; go online or call. Price Each 
Price Each Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
Mfg. Part No. Height Width Depth Color Stock No. 1-94 Steel 
Polycarbonate, 22.5mm @ C8C8 8" 8" 7.09” Grey 96F4662 301.34 
@ Q2PBPCDM 2.87" 3.11" 2.95" Grey 06B9761 90.00 © C8C12 8 12" 7.09" Grey 96F4663 333.06 
@ Q1PBPCDM 3.23" 3.15" 3.11” Grey 91F2286 84.84 @ C8C16 8” 16" 7.09” Grey 96F4664 366.00 
@ Q3PBPCDM 6.3" 3.15” 3.11” Grey 06B9818 95.52 @ 012012 12" 12" 9.09" Grey 96F4666 387.96 
@ Q4PBPCDM 7.87" 472 3.11” Grey 88F4686 | 108.24 @C12C16 12" 16" 9.09" Grey 96F4667 429.44 
Polycarbonate, 30.5mm @ C12C20 12” 20” 9.09” Grey 96F4668 486.78 
@ Q2PBPCD 2.87" 3.11" 445° Grey 89F5378 99.96 @ C12024 12" 24" 9.09" Grey 96F4669 529.48 
@ Q1PBPCD 2.95” 3.15” 3.11” Grey 91F2284 87.12 @ C16C16 16" 16" 11,09" Grey 19M8414 496.54 
@ Q3PBPCD 787” 472 3.41” Grey 19M8457 | 112.56 © C16C20 16" 20" 11.09" Grey 96F4655 553.88 
PIM 13732 @ 20024 20" 24" 13.09" Grey 96F 4660 727.412 
PIM_5512148 


22.5mm & 30.5mm PUSHBUTTON ENCLOSURES Hoffman’ 


ENCLOSURES FOR CW, TW ane XW SERIES 22mm 


NIipEc 


= SWITCHES AND 

Q ol PILOT DEVICES 
v e ® . ie iant 
ee e Osa 
Pee 


CE 
©. 


<= 


Pedestal and Base 


RoHS 
Compliant 
Available 


Sloping Front Pushbutton 
Enclosure 


Consolet Enclosure 
Pushbutton Enclosure 


OG 


@ Easy installation: panel, wall or frame mountable 
© Polycarbonate enclosure cover and base, stainless 
steel screws 


with applicable unit) 
© Ideal for high temperatures (-25 to 60°C) and 
corrosive environments 


These pushbutton and Consolet enclosures provide protection against water, oil, and dust. Captivated cover © IP65 and NEMA Type 4X rated (when installed with @ For use with CW, TW and XW series switches, 
screws thread into sealed wells. Units come with grounding stud in body and oil-resistant gasket and adhesive. IP65 or NEMA Type 4X unit) ; pilot devices & accessories; go online or call 
All are UL listed, CSA certified. ® Class II electric shock protection (when installed 
Pushbutton enclosures feature “4-way” holes designed to accept all brands of oiltight 22.5 or 30.5mm Price Each 
pushbuttons, switches, and pilot lights. Steel construction with ANSI 61 gray polyester powder painted finish . 7 oes 
meets NEMA 12, 13 and IEC 60529, IP65. Corrosion-resistant stainless steel with smooth #4 brushed natural Mfg. Part No. Height Width Glgt piociNG! ies 
finish meets NEMA 4X, 12, 13 and IEC 60529, IP66 (available online). Polycarbonate, 1 Hole 
Sloping front pushbutton enclosures feature “4-way” holes designed to accept all brands of oiltight 22.5 or @ FBIW-111Y 2.35” 3 Yellow 34M2032 25.25 
30.5mm (available online) pushbuttons, switches, and pilot lights. Tough 14-gauge steel construction with ANSI " 7 5 
61 gray polyester powder painted finish. Meets NEMA 12, 13 and IEC 60529, IP65. Large enclosures with @ FBIW-111Z 2.38 3 Beige eaM2033 25.25 
standard mounting brackets removed are ideally suited for mounting on pedestals; order separately below. Polycarbonate, 2 Holes 
Steel pedestal column and base have ANSI 61 gray polyester powder painted finish. Enable sloping front @ FB2W-211Z 2.35” 3” Beige 34M2034 32.62 
pushbutton and Consolet enclosures to be floor mounted. Pedestal column is 35” high with a 4x4” top and Polycarbonate, 3 Hol 
bottom flange and comes with screws, oil-resistant gaskets and box connector fitting to join enclosure to top of olycarbonate, s Toles - - = 
column. 18 x 18” base has leveling screws and holes for bolting to the floor. @ FB2W-312Z 2.35 3 Beige 34M2035 35.65 
@ FB3W-311Z 2.35" 3” Beige 34M2036 52.54 
> CONTINUED > > CONTINUED > 
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ENCLOSURES FOR CW, TW and XW SERIES 22mm SWITCHES AND PILOT 
DEVICES (CONT.) 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


PUSHBUTTON ENCLOSURES 


DIE-CAST ALUMINUM ECONOBOXES 


Economical, lightweight, easy-to-machine 
| | Price Each enclosures are ideal as instrument and meter cases, d 
: . ear ea filter networks, junction boxes, switches, and audio Bud Industries, Inc. 
Mig. Part No. Height Width Color Stock No. ie and radio frequency distributors. Die-cast ADC- —— : RoHS _ 
Polycarbonate, 5 Holes 10 aluminum alloy construction offers excellent — compen 
@ FB3W-512Z 2.35” 3" | Beige | 34M2038 57.13 screening properties. Perfect for applications t 
pi ories requiring a sturdier structure than sheet metal utility 
= cabinets. Close-fitting flanged lids fasten to body 
with screws. Look for NEMA rated die cast boxes 
ANS Series Aluminum Enclosures online. Modifications available, go online or call. ‘ea 
Features: ~<a 
© Rugged #ADC-12 die-cast aluminum alloy 
e Ur ay , 2.5mm) construction provides strength and rigidity for heavy duty Bud Industries, inc. Price Each 
© One-piece moulded outer silicone gasket provides reliable and long-lasting sealing to Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
meet NEMA-4X and IP67 requirements Aluminium, Grey 
@ Second wire-mesh with sponge rubber gasket provides excellent EMI/RFI protection @ CU-123-G 121" 15" 3.62" Grey 2409785 8.36 
© Captive cover assembly screws (M4) are located outside the sealing area —— — — - 
© Recessed area on cover surface for decals @ CU-124-G 1.21 2.37 4.37 Grey 2409797 8.70 
@ Easily machined and modified to your particular requirements @ CU-470-G 1.25" 2! 2 Grey 24C9806 9.28 
Price Each @ CU-477-G 1.5” 47" 7.39" Grey 24C9867 23.66 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ @ CU-471-G 1.75” 3.25” 4.33” Grey 24C9808 11.93 
Aluminium Alloy @ CU-476-G Cd 3.25" 6 Grey 24C9827 19.89 
@ ANS-3835-B 3.54” TAT’ 10.3” Black 1273866 115.57 @ CU-479-G 2.13” 2.37" 4.37" Grey 24€9871 14.08 
PIM_5699925 @ CU-234-G 2.21” 3.68” 4.68” Grey 24C9798 14.79 
@ CU-247-G 2.21" 47" 7.39" Grey 24C9800 26.62 
ATX SERIES DIECAST EXPLOSION PROOF ENCLOSURES © CU472-G 23s | 3.15" | 4.75" Grey zacsi2_| 14.79 
cs @ CU-474-G 2.33" 4.75” 4.75” Grey 24C9822 22.24 
@ CU-478-G 2.62” 7.5” 75" Grey 24C9869 36.31 
Bae reponse @ CU-347-G 3.21" 4.7" 7.39" Grey 2409802 32.23 
a Gepsinpian @ CU-475-G 3,75" 4.75" 4.75" Grey 249825 27.85 
Available Aluminium, Unfinished 
@ CU-123 :21e 1.5" 3.62” Unfinished 93F689 7.34 
@ ATEX Rating: @ Heavy Duty Construction z 1.24" 237" 437" ished 91F1603 
@ Il2GExe lic Gb © Powder Coated Light Gray(RAL-7001) eu let al = = ll ite 
© 12D Ex tb IIIC Db IP 66 © Captive stainless screws in the cover @ CU-470 1.25 2 2 Unfinished 2469805 5.87 
@ DEMKO 13 ATEX 1327771U © Continuous Gasket made of Silicone rubber @ CU-473 1.34" 3.68” 4.68" Unfinished 2409814 10.30 
@ |ECEx UL 13.0042U © Four copper plated ground screws in body for 15” 47" 7.39” ished 2409864 
© EX# 0539 ground and plate assembly ou — — —— eu iit 
© Service Temperature Range: - 50°C to +135°C @ External Ground Bracket for dedicated Ground @ CU-471 1.75 3.25 4.33 Unfinished 2409807 9.18 
@ Made of Extra Corrosion resistant Aluminum connection @ CU-476 2° 325° 6" Unfinished 24C9826 13.00 
Alsi 12 ; : ; ; - @ CU-479 2.13” 237" 4.37" Unfinished 24C9870 10.40 
ATX Series are designed for intermittent Explosive atmospheres (excludes mining) such as Gas (Category: II, Da 3.68" 4.68" ished 91F 1604 
Zone: 1&2) Grain Dust and conductive dust (Category: Ill, Zones 21&22), the enclosures provide Equipment @ CU-234 i 2 : SO nnISHe! 12.65 
protection with increased safety (e) and dust protection (tb). ATX Series are UL listed (Type 6P) and rated at @ CU-247 2.21” 47" 7.39" Unfinished 91F1605 21.42 
IP66 PER IEC 60529 @ CU-472 2.33" 3.15" 475" Unfinished 2409809 11.63 
Price Each @ CU-474 2.33" 4.75" 4.75" Unfinished 24C9819 15.61 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ @ CU-478 2.62" 75" 75° Unfinished 2409868 23.31 
Aluminium @ CU-347 3.21” 47 7.39" Unfinished 91F1606 25.19 
@ ATX-10507 1.37 5.91 2.52 Grey 73Y0652 66.05 @ CU-475 375° 4.75" 475" Unfinished 24C9824 19.58 
@ ATX-10501 2.24" 3.19” 2.99" Grey 73Y0648 61.71 PIM. 6950 
@ ATX-10506 2.24" 4.92" 3.15" Grey 73Y0651 79.76 = 
@ ATX-10510 2.27" 6.89" 3.15" Grey 73Y0654 100.98 
5 : : DIN RAIL EXTRUDED ENCLOSURES 
@ ATX-10503 3.15 3.98 3.98 Grey 73Y0649 119.65 : 4 : Perr ere ; 
- © Extruded aluminum enclosure with plastic panels offered in 6 different widths in multiples 
@ ATX-10505 3.54” 4.8" 4.27" Grey 73Y0650 130.36 of 3 terminals 
@ ATX-10509 3.54” 6.3” 6.3" Grey 73Y0653 179.52 © Can be used independently or mounted on a DIN Bud Industries, Inc. 
7 5 7 7” EN60715 (35 mm) rail 
@ ATX-10519 dia inal ae Grey T3Y0657 303.65 @ The plastic panels incorporate a tongue and @) 
@ ATX-10515 3.55) 10.24 6.3 Grey 73Y0656 262.04 groove sealing design, with a continuous EPDM _ 
@ ATX-10512 357" 8.67" qin Grey 73Y0655 174.78 gasket designed to meet IP66 rating Geetinpian 
© Material (body): Aluminum alloy 6063. Available 
Price Each © Optional clear and infra-red polycarbonate 
Mfg. Part No. Stock No. 1-1-9+ covers available 
@ MPX-501-A 73Y0844 4.59 This series is designed to mount over a DIN rai 
while offering all the advantages of an aluminium 
@ MPX-503-A T3Y0845 5.00 construction standard with an EPDM gasket (IP66) 
@ MPX-505-A 73Y0846 5.56 and a polycarbonate covers UL94-V0. 
@ MPX-506-A 73Y0847 5.00 Price Each 
@ MPX-507-A 73Y0848 4.90 Mfg. Part No. Height Width Depth Color Stock No. 1-5+ 
@ MPX-509-A 73Y0849 6.53 Aluminium Alloy, Black 
@ MPX-510-A 73Y0850 5.56 @ DMX-4776-B 3.63" Aare 2.27" Black 46Y9636 15.13 
@ MPX-512-A 73Y0851 6.63 @ DMX-4777-B 3.63” 1.73” 2.27" Black 46Y9638 16.64 
@ MPX-515-A 73Y0852 8.26 @ DMX-4778-B 3.63” 2.38” 2.27" Black 46Y9640 18.95 
@ MPX-519-A 73Y0853 10.81 @ DMX-4779-B 3.63" 3.08” 2.27" Black 46Y9642 21.49 
PIM_5510785 @ DMX-4780-B 3.63” 4.46” 2.27" Black 46Y9644 25.07 
@ DMX-4781-B 3.63” 6.56” 2.27" Black 46Y9646 29.22 
Aluminium Alloy, Grey 
element14 COMMUNITY element14.com @ DMX-4776-G 3.63" 1" 2.27" Grey 469637 3.13 
@ DMX-4777-G 3.63" 1.73” 2.27" Grey 46Y9639 16.64 
@ DMX-4778-G 3.63” 2.38” 2.27" Grey 46Y9641 18.95 
@ DMX-4779-G 3.63” 3.08” 2.27" Grey 46Y9643 21.49 
@ DMX-4780-G 3.63" 4.46" 2.27" Grey 46Y9645 25.07 
GET INSPIRED COLLABORATE DESIGN RESEARCH ASK EXPERTS @ DMX-4781-6 3.63" 6.56" as Grey COE 29.22 
Accessories 
PIM_5591167 
> CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. @ Indicates ROHS Compliant 4] Find Datasheets Online 


METAL ENCLOSURES 


DIN RAIL EXTRUDED ENCLOSURES (CONT.) ECONOBOX WITH MOUNTING BRACKET COVER 
Price Each @ External mounting brackets cast into the cover 
lsautccy allow box to be mounted on wall or panel 
Mig. Part No. : Type siockiNa! Ua @ Rugged ADC-10 alloy die-cast aluminum box Bud Industries, Inc 
@ DMB-4769-CB Circuit Board 47X4119 1.43 © Close fitting flanged cover attaches with screws RoHS 
@ DMB-4770-CB Circuit Board, For DMB-4769 Box 53W3570 3.98 © Mounting brackets accept up to #6 mounting Gee tinaian 
Circuit Board, For DMB-4771 B 556176 Screws (not included) ane 
@ DMB-4771-CB ircuit Board, For Ox 6.22 © Offers EMC protection 
@ DMB-4772-CB Circuit Board, For DMB-4772 Box 55W6177 7.96 @ NEMA rated die-cast boxes or modifications 
@ DMB-4773-CB Circuit Board, For DMB-4773 Box 55W6178 12.65 available; go online or call ~~ 
@ DMB-4774-CB Circuit Board, For DMB-4774 Box 55W6179 18.77 ‘< 
@ DMX-4785-CC Clear Cover 46Y9648 2.81 Ne 
@ DMX-4785-IR Infra-red Cover 46Y9649 2.81 a ee 
@ DMB-4770-T3 Terminal Block 3 Postion 2, pcs. 55W6175 3.98 Price Each 
PIM_5465830 Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
Aluminium, Black 
@ CU-5124-B 1.21” 2.37" 4.37" Blac! 980021 12.44 
EXTRUDED ALUMINUM BOXES jae ET _ a mare 7 
@ 14-pc. extruded aluminum housing with smooth, @ CU-5471-B z - S ae 3.67 
silver-coated finish @ CU-5476-B 2 3.25” 6” Black 98J0031 22.54 
7 ae. il are removable Bud Industries, Inc. Aluminium, Unfinished 
© inemeleCocataates Sepia @ CU5123 120 1S 3.62" | _ Unfinished 567099 638 
© Modifications available; go online or call Available @ CU-5124 121" 2.37" 4.37" Unfinished 56J7101 8.87 
@ CU-5476 2 3.25" 6” Unfinished 56J7121 16.73 
@ CU-5234 2.21" 3.68” 4.68" Unfinished 56J7103 13.06 
@ CU-5478 2.62” 15t 7S Unfinished 56J7125 28.66 
[PriceEach =“ @ CU-5347 3.21" 47 7.39" Unfinished 56J7107 26.01 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
an PIM_83629 
Aluminium 
@ EX-4500 3.81” 3.14" 1.57" Silver 97H5039 21.01 
@ EX-4501 5.38” 3.14” 1.57” Silver 97H5040 26.83 Hei BOXES 
7 ” . ; wo-piece design 
@ EX-4541 5.38 3.82 3.82 Silver 9715045 33.35 @ 0.04" aluminum alloy construction 
@ EX-4521 5.38” 6.14" 3.18” Silver 97H5042 40.60 @ Flanged for proper shielding Z & Bud Industries, Inc. 
@ EX-4522 6.96" 6.14" 3.18” Silver 66M8438 49.57 © Built-in snap-lock or sheet metal screws included 
- © Modificati ilable; li II 
@ EX-4523 9.32" 6.14" 3.18" Silver 97H5044 | 62.42 ai ea 


RoHS 
Compliant 
Available 


PIM_78559 
ECONOBOXES™ WITH MOUNTING BRACKET 
fe am Bip = 
Sf : rice Eac! 
7 aa See ee eee nen ei Mfg. PartNo. | Height | Width | Depth Color StockNo. | 1-4* 
© Mounts to wall or panel Gee tinoiat Aluminium, Grey 
e eae 0.09” thick external wall mounting Available @ CU-2100-B 1.62" 212" 275" Grey 91F700 867 
Econoboxes™ are easily machined or modified < @ CU-2101-B 1,62" 2.12" 3.25" Grey 05M4052 9.49 
to any application requirement. Mounts to wall or @ CU-2102-B 1.62” 2.12" 4 Grey 05M4053 9.23 
panel with #10 size screws (not included). Mounts @ CU-2106-B 2412" 3” 5.25" Grey 064529 13.36 
AS Gea cree Scuzioe [zs _[ ae [6 [Gey toe 030 
modifications available, go online or call. Color: natural aluminum finish or smooth black powdercoat finish. @ CU-2104-B 2.25" 2.25" 5” Grey 05M4054 11.83 
Price Each @ CU-2105-B 3 g 5 Grey 91F705 15.10 
Mfg. Part No. Height Width Depth Color Stock No. 1-44 @ CU-2108-B 3" 5" T Grey 05M4056 22.24 
Aluminium, Black @ CU-2110-B 3.5” 6° 10” Grey 05M4057 36.92 
@ CU-4123-B 1.21” 1.5” 3.62” Black 97H5002 17.95 @ CU-2109-B 3.5” 6” 8” Grey 06M4530 34.88 
@ CU-4124-B 1.21" 2.37" 4.37" Black 97H5004 21.73 @ CU-2107-B 4" 5” 6" Grey 05M4055 23.15 
@ CU-4473-B 1.34" 3.68" 4.68" Black 97H5018 27.54 @ CU-2111-B 4 T 12 Grey 06M4531 49.06 
@ CU-4477-B 15° 47 7.39” Black 9745026 | 37.74 Aluminium, Unfinished 
@ CU-4476-B 2” 3.25” 6” Black 97H5024 34.58 @ CU-3000-A 1.62” 2.12” 2.75" Unfinished 06M4532 6.38 
@ CU-4479-B 2.13" 2.37" 4.37" Black 97H5030 25.60 @ CU-3001-A 1.62” 2.12" 3.25” Unfinished 91F573 7.04 
@ CU-4234-B 2.21" 3.68" 4.68" Black 97H5006 29.48 @ CU-3002-A 1.62" 2:12? 4" Unfinished 91F574 7.75 
@ CU-4478-B 2.62” 7.5” re Black 97H5028 58.04 @ CU-3006-A 2.12” 3 5.25” Unfinished 91F578 9.08 
@ CU-4347-B 3.21" 47" 7.39" Black 97H5010 46.72 @ CU-3003-A 2.25” 2.25” 4 Unfinished 06M4533 8.36 
@ CU-4475-B 3.75" 4.75" 4.75" Black 97H5022 41.51 @ CU-3004-A 2.25" 2.25" 5” Unfinished 05M4058 9.23 
Aluminium, Unfinished @ CU-3005-A 3 4 5” Unfinished 05M4059 11.32 
@ CU-4123 1.21” 1.6" 3.62” Unfinished 97H5001 15.71 @ CU-3008-A 3” 5” r Unfinished 06M4534 14.79 
@ CU-4477 1.5” 47 7.39" Unfinished 97H5025 21.06 @ CU-3010-A 3.5” 6” 10” Unfinished 10M8413 24.28 
@ CU-4234 2.21" 3.68" 4.68" Unfinished 97H5005 26.42 @ CU-3009-A 3.5” 6” 8” Unfinished 05M4061 19.28 
@ CU-4247 2.21" 47" 7.39" Unfinished 97H5007 35.09 @ CU-3007-A 4 5” 6” Unfinished 05M4060 16.32 
@ CU-4474 2.33” 4.75” 4.75" Unfinished 97H5019 32.13 @ CU-3011-A 4 ie 12” Unfinished 05M4062 33.76 
@ CU-4478 2.62” 1s? TS Unfinished 97H5027 51.31 PIM_6873 
@ CU-4347 3.21" 47" 7.39" Unfinished 97H5009 41.21 
@ cU-4475 3.75" 4.75" 475° | Unfinished | 97H5021 | 37.03 CONVERTA-BOX SERIES ENCLOSURES -4]]- 
PIM_78565 


Bud Industries, Inc. 
RoHS _ 
Compliant 
Available 


Rugged 0.05” aluminum construction with natural finish. Welded base. 2-sided cover fastens with self-tapping 
screws. Modifications available, go online or call. 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
METAL ENCLOSURES 


CONVERTA-BOX SERIES ENCLOSURES (CONT.) CHASSIS BOTTOM PLATES 
Price Each Fit snugly and easily on the bottom of all AC series > 5 Bip 
Mfg. Part No. | Height | Width | Depth Color Stock No. 1-44 Ses aglca peeled nag cesta pire ee BAe 
Aluminium thick aluminum with natural finish. Modifications Rolls 
@ CU-341-A 1.5” 4 3 Unfinished 91F554 17.44 available; go online or call . Gepiinpian 
@ CU-452-A ia 5" 4" Unfinished 05M4067 17.44 A ~ 
@ CU-482-A 2 8" 4" Unfinished 06M4553 18.87 . : 
@ CU-592-A 2.5” 9.5” 5” Unfinished 05M4068 23.36 
@ CU-622-A 25” 12" 6" Unfinished 06M4555 30.70 [Price Each 
@ CU-T12-A 25" 15° 7 Unfinished | o5m4069 | 41.11 Mfg. Part No. Description SrOcKING! dee 
BMLearO @ BPA-1523 Fits10x12"(DxW)Chassis 05M3943 13.67 
iz @ BPA-1524 Fits10x14"(DxW)Chassis 91F1430 13.67 
@ BPA-1527 Fits12x12"(DxW)Chassis 05M3944 14.89 
ALUMINUM CHASSIS @ BPA-1528 Fits 12x17"(DxW)Chassis o6Miaa74 19.69 
Welded at stress points for strength @ BPA-1529 Fits14x17"(DxW)Chassis 064475 20.81 
and rigidity. Sturdy aluminum alloy Bud! Industries Tne: @ BPA-1530 Fits15x17"(DxW)Chassis 06M4476 26.11 
with natural finish. Order chassis RoHS @ BPA-1531 Fits17x17"(DxW)Chassis 05M3945 Si2 
bottom plates and mounting brakets Gee sinpian - ; 7 
separately, go online or call, Available @ BPA-1502 Fits3.5x4.5"(DxW)Chassis 06M4466 5.61 
Modifications are also available; go @ BPA-1507 Fits4.5x8”(DxW)Chassis 06M4467 8.57 
Re tillg atnoe Mt Neale, AC-416, AC-418, AC-419, AC-420, AC-427 and AC-428 include © BPA-1504 Fits4x5"(DxW)Chassis CREE 5.64 
holes for mounting brackets. @ BPA-1505 Fits4x6"(DxW)Chassis 05M3940 6.58 
Price Each @ BPA-1591 Fits5x10"(DxW)Chassis 90F862 8.67 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ @ BPA-1589 Fits5x7"(DxW)Chassis 05M3946 8.16 
Aluminium @ BPA-1590 Fits5x9.5”(DxW)Chassis 05M3947 10.20 
@ AC-1402 4? 3.5" 4.5" Unfinished 05M3876 41.42 @ BPA-1514 Fits6x14"(DxW)Chassis 06M4469 dde2 
@AC-1405 4.5” 4” 6” Unfinished 06M4370 14.28 @ BPA-1515 Fits6x17”(DxW)Chassis 05M3941 13.06 
@ AC-1407 1.5" 4.5” 8" Unfinished 06M4371 13.16 @ BPA-1516 Fits6x17"(DxW)Chassis 05M3942 8.30 
@AC-1404 2" 4 Ey Unfinished 05M3877 13.57 @ BPA-1513 Fits6x8"(DxW)Chassis 06M4468 9.18 
@ AC-431 2 4" 6” Unfinished 90F941 14.28 @ BPA-1594 Fits7x11"(DxW)Chassis 06M4478 3.67 
@ AC-403 2 5” 9.5” Unfinished 06M4381 16.32 @ BPA-1595 Fits7x12"(DxW)Chassis 06M4479 12.75 
@ AC-419 2" 13” 17 Unfinished 90F967 28.42 @ BPA-1596 Fits7x13"(DxW)Chassis 06M4480 10.61 
@ AC-401 25" 5 9.5” Unfinished 064380 17.34 @ BPA-1597 Fits7x15"(DxW)Chassis 05M3948 14.59 
@AC-1418 2.5" 8" 10” Unfinished 05M3880 22.75 @ BPA-1517 Fits7x15"(DxW)Chassis 06M4470 11.63 
@ AC-1419 25” 8” 42” Unfinished 05M3881 28.15 @ BPA-1598 Fits7x17"(DxW)Chassis 064481 20.30 
@ AC-430 3° 4” 6” Unfinished 90F940 15.30 @ BPA-1592 Fits7x7"(DxW)Chassis 06M4477 8.16 
@ AC-404 3" 5" 10" Unfinished 90F947 19.79 @ BPA-1593 Fits7x9"(DxW)Chassis 90F864 10.71 
@ AC-429 3” 5” fi Unfinished 05M3891 17.34 @ BPA-1518 Fits8x10"(DxW)Chassis 06M4471 cule? 
@ AC-421 - 5 9.5” Unfinished 06M4386 20.71 @ BPA-1519 Fits8x12"(DxW)Chassis 06m4472 13.67 
@AC-1414 3 6 14" Unfinished 06M4372 29.58 @ BPA-1520 Fits8x17"(DxW)Chassis 91F1426 16.32 
@ AC-433 eg 6” 17 Unfinished 05M3892 34.58 @ BPA-1522 Fits9x22"(DxW)Chassis 06M4473 17.34 
@ AC-408 3 i 12’ Unfinished 06M4383 25.09 PIM_6919 
@AC-411 3 7 15” Unfinished 05M3887 31.11 ——————— SS >=_=__________= 
@AC-423 3 r 17" Unfinished 06M4387 35.09 ALUMINUM & STEEL UTILITY CABINETS Bip 
@ AC-424 3" 8" 12° Unfinished 06M4388 28.56 AU Series is designed with: 
@AC-412 3” 38” 17" Unfinished 05M3888 32.23 © Sturdy, all-riveted 0.040” aluminum construction 
5 7 ; @ Removable front and back panels for easy Bud Industries, inc. 
@AC-1421 3 9 15) Unfinished 05M3882 31.00 accessibility oe “ns 
@AC-413 a 10” 12" Unfinished 05M3889 36.21 @ Available in natural aluminum or metallic gray SeReinpan 
@AC-414 3 10" 14" Unfinished 90F961 36.82 (MG) finish. Avalene 
- @ Ideal for mounting amplifiers, meters and test 
@AC-416 z 10" 17" Unfinished 06M4384 38.45 instruments 
@ AC-1424 3” 12” 12” Unfinished 06M4374 39.17 CU Series is designed with: 
@AC-418 3" 42” 1T Unfinished 90F966 40.60 e Sada of 20-gauge steel with metallic-gray 
@ AC-420 3 13° in Unfinished 06M4385 47.84 ° Sturdy all-riveted body with removable front and 
@ AC-1427 cd 14” sa Unfinished 06M4376 54.16 back panels 
@ AC-1430 3" ia 7 Unfinished 05M3883 63.04 . Seabee a * equipment, monitors and 
@ AC-427 as 10” ir Unfinished 06M4389 55.39 Modi cee available; go online or call. 
@ AC-428 4" 13” 17” Unfinished 90F970 58.34 5 
- Price Each 
@ AC-1428 = 15" id Unfinished | RDGMAS 7a ait Mfg. PartNo. | Height | Width | Depth Color StockNo. | 4-4# 
@ AC-1431 4 17° 17” Unfinished 06M4379 81.35 Aluminium, Grey 
@ AC-1422 5" 10” 17° Unfinished 06M4373 64.57 @ AU-1083-MG e ¥ P Grey DeM4da4 22.94 
@ AC-1426 5” 13” 17” Unfinished 06M4375 74.46 @ AU-1028-MG 2 5° 3° Grey 06M4417 27.95 
@ AC-1429 6” 15” 17” Unfinished 06M4378 104.14 @ AU-1029-MG 5" 6" e Grey 06m4419 32.54 
Aluminium, Chassis AU-1039-MG e e e Grey 05M3900 | 46.61 
@ AC-402 2 5 T’ Unfinished 90F943 13.46 @AU-1040-MG 9° 6" 5" Grey 06m4422 51.92 
@AC-1413 2” 6” 8” Unfinished 05M3878 15.50 Aluminium, Unfinished 
@ AC-407 i 7 11” Unfinished 06M4382 18.87 @ AU-1083 r r ? Unfinished 06M4423 16.63 
@ AC-409 2" iti 13” Unfinished 05M3886 21.52 @ AU-1028 a 5” 3 Unfinished 05M3899 17.24 
ACG z ia i Unfinished | RROSMSS/S i BCEISG @ AU-1029 5 e r Unfinished | 06M4418 | 21.93 
@AC-405 2 ia lis Unfinished | ESOSMSSe 0s | Riiatog) @ AU-1039 e e e Unfinished | 06M4420 | 33.46 
@AC-ADE 7 ia as Unfinished | RBDSMSSS aia Milos @ AU-1040 7 e 5 Unfinished | 06ma421_ | 30.31 
@ AC-415 2" 10” 17” Unfinished 05M3890 32.84 Steel, Grey 
PIM_6920 @ CU-883 iy iy ey Grey 91F640 21.52 
7 @ CU-728 4 YY 3" Grey 06M4558 22.95 
@ CU-729 5° e” 4 Grey 06M4559 28.15 
@ CU-1098 6” e 6" Grey 06M4518 40.80 
@ CU-1099 9” e 5° Grey 05M4048 43.08 
> CONTINUED > 
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METAL ENCLOSURES 


ALUMINUM & STEEL UTILITY CABINETS (CONT.) DIE-CAST ALUMINUM ENCLOSURES (CONT.) 
Price Each Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
Steel, Grey Aluminium, IP66 Light Duty Watertight, Black 
@ CU-879 10” 8" de Grey 91F647 69.82 @ 1550WQBK 2.36" 2.17" 1.18" Black §1R4022 10.58 
@ CU-880 10” 10” 8 Grey 05M4071 86.19 @ 1550WCBK 4.53” 3.54” 241" Black 20R0395 15.67 
@ CU-1124 12" 7 6” Grey 06M4519 72.42 @ 1550WGBK 8.74” 5.75" 2.17" Black 57R3920 Zon 
@ CU-881 12’ 1" 8” Grey 06M4576 97.10 @ 1550WHBK 8.74" 5.75" 4.1” Black 57R3922 36.75 
@ CU-882 15” 9" 7 Grey 06M4577 99.04 Aluminium, IP66 Light Duty Watertight, Unfinished 
PIM_6948 @ 1550WQ 2.36” 2 1.18” Unfinished §1R4021 7.54 
SS @ 1550WA 3.5” 1.38” 1.18” Unfinished §1R4014 7.69 
CONTOUR SERIES UTILITY CABINETS @ 1550WC 4.53” 3.54" 247 Unfinished 51R4018 13.09 
i @ 1550WE 6.73" 4.76" 2.17" Unfinished §7R3915 17.56 
Ideal for meters and other electronic components. - 
Feature contoured, rounded corners and edges, | - @ 1550WG 8.74" 5.75" 2.47" Unfinished 57R3919 24.71 
Oo ene le] conten Body haa rey rie “Gayme— eeminlum Alloy, P54 Non Watertight 
finish: panel are white ferhsred| ineiudead rubber Gee eimoian 215006 eile a a =a inished 14008 Ue 
feet. Modifications available; go online or call. @ 1550Q 2.36 2.17 1.2 Unfinished 51R4012 7.06 
@ 1550P 3.15” 2417" ar Unfinished 51R4010 8.24 
@ 1550A 35° 1.38" 1.18" Unfinished 51R4005 8.07 
@ 1550B 45° 2.52" 1.18" Unfinished §1R4007 EVUTE 
@ 1550D 45° 2:52” 2417 Unfinished §1R1553 10.04 
Price Each @ 1550M Ar 3.95" 1.23” Unfinished 79R5474 11.50 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ @ 1550E 6.73” 4.76” 217° Unfinished 57R3909 18.36 
Steel @ 1550F 6.73" 476" 4.14" Unfinished | 51R2479 | 22.24 
© CU-465-GT 425° 6.25" 5.78" Grey OGMASS2EN|E126128 © 15506 8.74" 5.15" 247° | Unfinished | 57R3012 | 24.28 
@ CU-585-GT pee oy —_ Grey aA) 36.33 @ 1550H 8.74 575° | 4.14" | Unfinished | 57R3913 | 40.44 
@ CU-587-GT 5.25” 8.25” 7.75" Grey 91F899 142.14 @ 1550-N 9.85” 9.85” 3.82” Unfinished 65R6959 ae 
@ CU-7125-GT 7.25" 12.25" 5.15" Grey 06m4556 | 134.95 © 1550J 10.83" 6.89" 262 Unfinished | 78R9171 2566 
@ CU-7127-GT 7.25" 12.25" 118 Grey 06M4557 143.92 Aluminium Alloy, IP54 Non-Watertight, Black 
PIM_6869 @ 1550QBK 2.36” 2.17" 1.19” Black §1R4013 10.12 
——- =. 4. SS Le @ 1550PBK 3.15” 2.17" il Black 51R4011 11.25 
1590B Series Enclosures HAMMOND @ 1550MBK 4.74" 3.95" 1.39" Black 0576382 15.98 
MANUFACTURING: —“@ 1550EBK 673" 476 | 217 Black 57R3910 | 20.37 
Ly © 15506BK 878 ie | ltr Black S3R1811 | 27.53 
Features: @ Provides improved EMI/RFI shielding capabilities @ 1550HBK 8.74" 5.78" 4.14" Black STR3914 39.94 
© Rugged, diecast aluminum alloy electronic @ Machine screws secure lids into tapped holes @ 1550NBK 9.85" 9.85" 3.99” Black 0576383 58.76 
instrument enclosure ; @ Low side wall draft angle for easy PCB mounting @ 1550JBK 10.83” 6.89” 2.46" Black 85R4903 38.79 
@ Lap joint design prevents ingress of water and dust @ Flanged base design Aluminium Alloy, IP66 Light Duty Watertight, Black 
|Price Each = “@ 1550BBK iin | 252 | 45t Black 514008 | 41.73 
Mfg. Part No. Height Width Depth Color Stock No. 1-24+ © 1550DBK PETG 250" 453" Black 51R1552 13.48 
Aluminium Alloy : : 7 @ 1550CBK 247" 358 453" Black 25R1956 | 15.24 
© 1590Bx2 Lob | 2106 wv Natural [RSSNCAS3 aS ete? @ 1550ABK 35" 1.38" 1.18" Black 51R4006 | 10.23 
Es eee ae dvi) || aha © 1550WDBK aar | 252 | 247 Black 5iR4019 | 14.88 
@ 1590BX2FL et elias saul Natural 99Y0472 18.82 © 1550WFBK 73" 476" revo Black 57R3918 2591 
ee ee ee —— — — a a ae Aluminium Alloy, IP66 Light Duty Watertight, Unfinished 
: ; - - @ 1550WD 4.51” 2.52” 2.17" Unfinished 26R3371 10.51 
od NATE ete | eee Black SSYOATUTE | GAIA! © 1550WB 453° 252" 7.18 | Unfinished | 51R4016 9.36 
@ 1590BX 1.940" | 2.756 10 Natural | RRSSXOS5 2H 20152 @ 1550WH 8.74" 575 | 414" | Unfinished | 57R3921 | 93.50 
@ 1590BXBK 1.949” 2.756" 10” Black 99Y0463 25.14 PIM 164494 
@ 1590BXFL 1.949" 2.756" 9.996" Natural 99Y0466 20.52 = 
@ 1590BXFLBK 1.949" 2.756" 9.996" Black 99Y0467 23.46 
© 1590BXF 2.008" | 2.756" | 9.996" | Natural govo4e4 | 29.48 DIE-CAST ALUMINUM ENCTOSURES MANUECTURING. 
@ 1590BXFBK 2.008” 2.756" 9.996" Black 99Y0465 32.82 
PIM_5700871 LL’ 
RoHS — 
a 
DIE-CAST ALUMINUM ENCLOSURES TA ie 


@ Lap joint construction protects 
against access of dust and splash- 
ing water and provides improved 
EMI/RFI shielding (watertight 
version comes with a self-adhesive, 
EVA foam gasket) 


RoHS 
Compliant 
Available ALL P 


A ade A (NEMA ) © Countersunk lid and tumbled surface for RF of metal 
#: Unpainted versions vie mnisned shielding capabilities, making them ideal for RF © #6-32 x 1//2” phillips machine screws 
for a smooth surface with no sharp : 
edges (Py54 connectors a 7 © 2center posts to provide an RF seal (type suffixes 
© Painted version has polyester @ Easy drilling and punching with the durability D and E) 
powder paint applied to the exterior (P66 Price Each 
surface (black screws included to peer Mfg. PartNo. | Height | Width | Depth Color Stock No. 1-94 
enhance appearance) npainte Mfg. PartNo. | Height _| Width | Depth | _ Color__| StockNo. | 1:9* _ 
F Aluminium Alloy 
© Four M3.5 x 0.6 mm stainless 
steel, Philips head, machine screws secure lid into factory @ 1590BS 1.654" 2.382" 4.409" Unfinished 72W2814 10.19 
tapped holes cna @ 1590BBS 1657 | 3.70%" | 4705" | Unfinished | 72W2812 | 13.16 
© No internal ribs for easy installation of connectors without : = = : 
interference or additional milling @ 1590LLB 1.97 1.97 1 Unfinished 7343618 7.42 
© Low side wall draft angle (2 degrees or less) for easy PC board @ 1590LB 2 2 4.22" Unfinished 81F3797 7.55 
mounting @ 1590H 2.07" 1.5" 1.22" Unfinished 92B1772 7.95 
@ 1590CE 2.5" 3.95” 47" Unfinished 4571529 14.52 
@ 1590Y 3.62” 3.62” 1.7? Unfinished 7333645 11.73 
@ 1590A 3.64” 1.52” 1.22” Unfinished 81F3790 8.04 
@ 1590G 3.94” 1.97" 1 Unfinished 84C9906 9.08 
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DIE-CAST ALUMINUM ENCLOSURES (CONT.) DIE-CAST ALUMINUM PC CARD ENCLOSURES (CONT.) 
Price Each ) alse ita centers hold 0.062"-thick PC . aren i coe te 
Mfg. Part No. Height Width Depth Color Stock No. i? © 3mm slot head screws, countersunk into lid and @ Lap joint consinichon 
Aluminium Alloy Price Each 
i508 am ua 122" | Unfinished _ (RSTESZEE aul Mfg. PartNo. | Height | Width | Depth Color Stock No. 1-9 
@ 1590S 4.4" 3.2" 1.73” Unfinished 87F2484 11.50 Aluminium 
eel a as 23° _| Unfinished [aaa © 1590L 3.96" 2 0.99 | Unfinished | _ 65F1782 8.53 
@ 159088 fl al iE Unfinished | REUSZSZaan ESS © 1590M 4.48" 25" 1.22" | Unfinished | 65-1783 9.77 
eet al sill 22" | Unfinished (att Sa RSE © 1590N 478 26 158° | Unfinished | 65F1784 | 12.07 
Lata ar al Lint © 1590P 6.01" 32 197 | Unfinished | 65F1785 | 14.39 
ered au bal es Unfinished RIBARZEES lis @ 1590R 7.55" 4.38" 24" Unfinished 65F1786 18.41 
@ 1590V 4.7" 47° 3.7” Unfinished 87F2487 22.54 
© 1590N1 amr 26" 155° | Unfinished | 95B0581_ | 13.18 abi 
@ 1590KK 4.92" 4.92" 2.26" Unfinished 7343615 20.99 
@ 1590K 4.92" 4.92" 3.11” Unfinished 95B0570 22.79 FLANGED LID-DIE-CAST ALUMINUM ENCLOSURES Pi sree cl 
@ 1590XXFL 5.7” 48" 1.39” Unfinished 0576418 15.88 Tes 
@ 1590XX 5.7" 48" 1.55” Unfinished 78R3976 15.45 bb’ 
@ 1590XFL 5.7" 48" 2.06” Unfinished 0576416 as RoHS _ 
@ 1590X 57 48° 2.2" Unfinished 0576414 16.46 Gepiinsian 
@ 1590J 6.71" 3.74" 1.93” Unfinished 93B3472 14.85 
@ 1590P1 6" 3.2" 41.97” Unfinished 84F142 8.73 Mfg. part no. 1590 flanged lid die-cast enclosures allow for easy mounting to walls or shelves. These 
exo [7 [art _|Unntes meses) Steers sae fh sae Unchend ctne a fe oder mfp. no, encom east 
@ 1590D 74 47’ 2.2’ Unfinished 81F3794 22.24 the lid/enclosure screws are hidden against the wall or shelf. 
@ 1590E 74 47 3.23” Unfinished 81F3795 24.93 Price Each 
@ 1590F 74" 74" 2.64" Unfinished 81F3796 Sey Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
@ 1590R1 7.6" 44° 24" Unfinished 7169009 25.83 Aluminium Alloy 
@ 1590DE 7.88" 4.73" 2.53” Unfinished 4571531 22.83 @ 1590BSFL 1.654” 2.382” 5.433” Unfinished 44W6001 10.19 
@ 1590EE 7.88" 4.73" 3.33" Unfinished 4571532 23.95 @ 1590BBSFL 1.657" 3.701" 5.827" Unfinished 86W0159 13.16 
Aluminium Alloy, Black @ 1590LBFL 2 Pi 22" Unfinished 83F8754 7.56 
@ 1590BSBK 1.654” 2.382” 4.409” Black 43W5137 13.92 @ 1590AFL 3.64” 1.5” 1.22” Unfinished 83F8744 8.04 
@ 1590BBSBK 1.657” 3.701” 4.705” Black 72W2813 16.82 @ 1590GFL 3.94” 1.97" 1? Unfinished 34C4911 9.08 
@ 1590LBBK 2" 2 1.22" Black 94F1153 9.77 @ 1590BFL 4.4" 2.34" 1.22" Unfinished 83F8746 9.12 
@ 1590HBK 2.07" 1.5" 1.22" Black 95B0585 14.56 @ 1590SFL 44" 3:2" 1.73" Unfinished 83F8756 6.62 
@ 1590DEBK 2.5” 47" 7.9" Black 1471441 27.14 @ 1590BBFL 47° 3.7” 1.34” Unfinished 83F8745 10.95 
@ 1590CEBK 2.53" 3.95” 4.74" Black 4571530 16.83 @ 1590QFL 47° 47° 1.26” Unfinished 73J3626 14.67 
@ 1590YBK 3.62" 3.62” 1.7" Black 4459998 15.02 @ 1590UFL 47 47" 2.3" Unfinished 83F8758 17.25 
@ 1590ABK 3.64” 45° 1.22” Black 95F2661 8.16 @ 1590CFL 4.72" 3.7" 2.22" Unfinished 83F8747 13.80 
@ 1590GBK 3.94” 1.97” ily Black 84C9907 11.79 @ 1590TFL 4.74" 3.13” 2.3” Unfinished 83F8757 11.84 
@ 1590BBK 4.39" 2.37" 1.22” Black 95F2662 11.25 @ 1590N1FL 4.77" 2.6" 1.55” Unfinished 1202145 14.09 
@ 1590SBK 4.4" 3.2" 1.73” Black 95F2667 13.80 @ 1590XXFL 5.7" 4.8" 1.39" Unfinished 0576418 15.88 
@ 1590TBK 47" 3.13” 2.3" Black 95F2668 14.15 @ 1590XFL 5.7" 4.8" 2.06” Unfinished 0576416 = 
@ 1590BBBK 47° 3.7" 1.34” Black 95F2663 14.39 @ 1590P1FL 6” 3.2” 1.97” Unfinished 84F143 14.94 
@ 1590CBK 47° aT 2.22" Black 94F4795 16.11 @ 1590DDFL 74 47" 1.3" Unfinished 83F8750 19.20 
@ 1590QBK 47" 47 1.26” Black 73J3623 17.70 @ 1590DFL 7.4" 47" 2.21" Unfinished 83F8751 22.24 
@ 1590UBK 47" 47 2.3" Black 95F2669 19.51 @ 1590EFL 74 47" 3.23” Unfinished 83F8752 24.93 
@ 1590VBK 47° 47” 3.7" Black 95F2670 27.97 @ 1590FFL 74 7.4” 2.64” Unfinished 83F8753 31.37 
@ 1590N1BK arr 2.6" 1.56” Black 95B0643 16.91 @ 1590R1FL 7.6" 4.4" 2.4" Unfinished 84C9908 26.11 
@ 1590KKBK 4.92" 4.92" 2.24" Black 73J3616 26.04 PIM_34481 
@ 1590KBK 4.92" 4.92" 3.14? Black 95B0642 27.80 
@ 1590XXBK ar aer | 155) Black LTRS TES Ieee WATERTIGHT THICK WALL DIECAST ALUMINUM HAMMOND 
@ 1590XBK 5.7" 48" 22 Black 0576415 19.24 ENCLOSURES MANUFACTURING... 
@ 1590JBK 5.71" 3.74" 1.93” Black 93B3473 17.00 [Ly 
@ 1590P1BK " 3.2" 1.97” Black 83F8755 fess: RoHS 
@ 1590DBK 7.38” 47" 2.21" Black 95F2664 27.64 Geeiinpian 
@ 1590EBK 7.38" 47" 3.23" Black 95F2665 31.98 
@ 1590DDBK 74" 47" 1.46" Black 83F8749 26.12 7 
@ 1590FBK 74 74" 2.64” Black 95F2666 39.41 Wes 
@ 1590R1BK 7.6" 44" 24° Black 42H5395 33.79 
@ 1590EEBK 7.88" 4.73" 3.33” Black 4571533 30.46 
PIM_6985 
DIE-CAST ALUMINUM PC CARD ENCLOSURES HAMMOND Unfinished Black 
MANUFACTURING. © Designed to meet IP66 (includes pre-formed, one- paint (inside and out) 
Ly piece silicone rubber gasket) ; ® Lid secured with stainless steel, Philips head, 
© Two-piece “tongue and groove” construction for counter sunk, machine screws into factory tapped 
RoHS protection against access of dust and water holes that are threaded with the first installation of 
Ose @ Ideal for repetitive opening and closing self tapping lid screws ; 
@ Wall mount using “through box blind hole” con- © Lid screws are outside the gasket protection area 
struction, outside of gasket protection to eliminate the need for “O” rings 
@ Unpainted version is vibra finished for a smooth @ Lid screws are self captivating on six sizes (mfg. 
surface with no sharp edges part nos. 15502107, 15502108, 15502116, 
@ Painted version is painted with polyester powder 15502117, 15502137 & 15502139) 
Rubber feet can be ordered separately; go online or call. 
Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
Aluminium Alloy 
@ 15502101 1.98” 1.78” 12? Unfinished 68R0385 7.69 
@ 15502104 2.54” 2.3" 1.4” Unfinished 68R0391 8.53 
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WATERTIGHT THICK WALL DIECAST ALUMINUM ENCLOSURES (CONT.) 


@ Indicates RoHS Compliant | Find Datasheets Online 


ALUMINUM DESKTOP CONSOLES (CONT.) 


Price Each Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
Aluminium Alloy Aluminium 
@ 15502103 3.87” 2.54" 1.35” Unfinished 68R0389 10.81 @ 1456FH3WHBU 3 6.5" 8.3" Beige, Blue 50B9999 39.87 
@ 15502111 4.54’ 2.58" 2.18" Unfinished 73R3610 13.23 @ 1456KE3WHBU 3” 10" 5.5” Beige, Blue 83F8952 39.87 
@ 15502106 4.54” 2.6" 1.2" Unfinished 73R3604 11.07 @ 1456KH3WHBU 3” 10” 8.3" Beige, Blue 87F2475 41.53 
@ 15502113 4.54’ 3.56” 2.2" Unfinished 68R0395 16.11 @ 1456PL3WHBU 3" 14" 11.3" Beige, Blue 83F8956 50.17 
@ 15502137 4.76" 4.76" 4" Unfinished 73R3616 30.35 @ 1456PH1WHBU 3" 14" 8.3" Beige, Blue 90B3496 46.70 
@ 15502107 4.94" 3.17" 1.6" Unfinished 73R3606 14.49 @ 1456RL3WHBU 3 17" 11.3" Beige, Blue 2003436 58.12 
@ 15502115 5.84” 4.27 2.97" Unfinished 73R3612 26.03 @ 1456RL1WHBU 35” 17" 11.3" Beige, Blue 94B9533 55.68 
@ 15502109 5.91” 2.53” 1.43” Unfinished 73R3608 16.11 @ 1456WL1WHBU 35" 20" 11.3" Beige, Blue 90B9382 60.90 
@ 15502139 6.28" 6.28" 4 Unfinished 73R3618 34.69 @ 1456FG4WHBU 4" 6.5” 7.2" Beige, Blue 83F8951 35.78 
@ 15502117 6.32” 3.95" 3.2" Unfinished 68R0399 28.72 @ 1456KK4WHBU 4 10” 10.2" Beige, Blue 83F8954 45.53 
@ 15502124 8.76” 577" 2.17" Unfinished 73R3614 28.16 @ 1456KG4WHBU 4 10” 7a Beige, Blue 83F8953 39.58 
@ 15502220 8.76” 577” 3.25” Unfinished 73R3620 34.69 @ 1456PK4WHBU 4 14" 10.2” Beige, Blue 83F8955 50.17 
Aluminium Alloy, Black @ 1456RK4WHBU 4 17” 10.2" Beige, Blue 83F8957 58.12 
@ 1550Z111BK 4.54’ 2.6" 2.18" Black 73R3611 19.50 @ 14-56WK4WHBU 4 20" 10.2” Beige, Blue 50B3852 65.78 
@ 15502113BK 4.54’ 3.56” 2.2" Black 68R0396 24.93 PIM. 6924 
@ 15502117BK 6.3” 3.95” 3.2” Black 68R0400 40.10 
© ISSOz ABR BT fT} 27 | __ Black _|_TSR8615 _{ 40.64 _ ALUMINUM UTILITY PAINTED AND UNPAINTED HAMMOND 
@ 15502220BK 8.76" 5.77" 3.25” Black 73R3621 48.44 ENCLOSURES MANUFACTURING... 
PIM_167456 LLY 
Gee tinoian 
STEEL UTILITY ENCLOSURES HAMMOND Available 
MANUFACTURING... 


a See ' 
- ‘ompliant 
_ Available 


Painted 
© 0.040" (1.02”) thick aluminum 


Unpainted 
© Unpainted aluminum or ASA 61 grey - baked 


Fabricated from 20-gauge (0.036” thick) steel (sizes A to E) or 18-gauge (0.048” thick) steel (sizes F to J). © 4 Self-tapping screws included powder paint 
Units are painted with an ASA 61 powder paint finish. Top and bottom panels are secured with 8 self-tapping Price Each 
screws (included). ; [ee 
- Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
uence Esch Aluminium 
sot Part No. Height Width Depth Color Stock No. 1-9+ @ 14ttTU Te Ea 0" Unfinished $3F8034 sae 
© 1415A r e 2 Grey 95F2595 | 22.76 a — a = — ras E08 
© 14158 e a 3 Grey 95F2596 | 23.13 . a ce > = cece = ee 
@ 1415C 4 5 6 Grey 95F2597 29.40 : : ni i ed 8.48 
= a 7 @ 1411SU 2° 3.946" 7.896" Unfinished 83F8933 18.51 
@ 1415E § 6 9 Grey 95F2598 45.23 - 
; @ 1411HU 2:2" 2.2" 4" Unfinished 83F8925 8.78 
@ 1415D 6" 6" 6 Grey 94F822 41.74 oF oy Uianriched eare000 
© 14156 e fa 12 Grey 95F2600 | 68.01 @1411NU minishe 42.47 
7 @ 1411FU 3 2.236” 3.986" Unfinished 83F8923 9.03 
@ 1415F iE 8" 10” Grey 95F2599 68.38 - 
= 5 7 @ 1411MU 3 3 6" Unfinished 83F8928 14.62 
oe i i oth sal oasii @ 1414LU 3 4 5” Unfinished 83F8927 
nfinishe' 
@1415H 8 10" 10" Grey 95F2601 85.25 rT > = = a ie a 
nfinished 
@ 14151 8" 11" 2 Gre 95F2602 i 2 
: oon @ 1411UU 3.5” 6" 10” Unfinished 83F8935 24.11 
eet @ 1411RU 35" 6 8" Unfinished | 83F8932 | 18.35 
@ 1411ZU 4" Ey 17” Unfinished 83F8938 34.69 
HAMMOND ” ” : 
ALUMINUM DESKTOP CONSOLES WaaNeACHRNe, @ 1411PU 4 5 6 Unfinished 83F8930 15.84 
@ 1411XU 4" 7 12" Unfinished 83F8937 32.91 
LL’ Aluminium, Grey 
Ts = Soper @ 1411C AF 2.2" 3.2" Grey 95F2581 8.78 
a. ae Available @ 1411G 1.593” 2.236” 3.986” Grey 94F180 10.49 
seme @ 1411B 1.6" 2.2" 2.7" Grey 95F2580 8.78 
“ @ 1411D 1.6" 22° 3.2" Grey 95F2582 10.23 
@ 1411T 1.633" 2.236” 9.986" Grey 95F2591 = 
@ 1411H 2.258" 22° 4 Grey 95F6181 10.34 
@ 1411N 2.258" 2.986" 4.986" Grey 95F2587 14.62 
@ 1411L 2.968" 3.946” 4.986" Grey 95F2585 14.62 
@ 1411F 3" 2.2” 4 Grey 95F2583 10.61 
Mfg. part no. 1456 aluminum consoles are sold as complete units (top & bottom). The bottom section is @ 141M 3” 3” 6” Grey 95F2586 18.35 
fabricated from 0.081” thick aluminum and painted an off-white powder paint. The top sloped panel is 0.064” e 14s 7 7 3° Gi 95F2590 = 
thick up to 14” wide models (0.081” thick over 14” wide) and is painted with a textured blue powder paint. Units rey. 25.42 
include hardware and 4 self adhesive rubber feet. @ 1411Q 3 Ss” T Grey 95F6182 18.93 
Price Each @ 1411R 3.5” 5.986” 7.986" Grey 95F2589 27.74 
Mfg. Part No. Height Width Depth Color Stock No. 1-94 @ 1411U 3.5” 6” 10” Grey 95F2592 31.01 
Aluminium @ 1411P 4 4.986" 5.986” Grey 95F2588 13.02 
@ 1456CE2WHBU 2" 4" 5.5” Beige, Blue 87F2472 29.26 @ 1411X 4 6.986" 11.986" Grey 94F821 39.80 
@ 1456FE2WHBU 2 6.5" 5.5” Beige, Blue 83F8950 32.80 PIM_6862 
@ 1456FE1WHBU 2.5" 6.5" 5.5” Beige, Blue 90B3490 32.80 
@ 1456CE3WHBU 3” 4" 5.75" Beige, Blue 92B2543 29.26 
@ 1456FE3WHBU 3” 6.5" 5.5” Beige, Blue 87F2478 32.69 
> CONTINUED > 
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ALUMINUM UTILITY ENCLOSURES Pry ural MINIATURE SLOPE-FRONT METAL INSTRUMENT CASES (CONT.) 
Price Each 
Mfg. Part No. Height Width Depth Color | Stock No. 1-9+ 
RoHS _ Steel 
Gee tinpiat @ 1454C 2 ry 275" | Black, Grey 94F814 18.36 
@ 1454E 2 4 5.25” Black, Grey 50F8524 23.62 
@ 1454H 2.5” 5” 7.75" Black, Grey 50F8526 27.80 
@ 1454K 2.5” 8" 3.75" Black, Grey 50F8527 26.99 
@ 1454F 3 4" 6.25" Black, Grey 94F4759 25.71 
© Sturdy, spot-welded construction e Natural aluminum finish @ 1454N 3 8” 6” Black, Grey 7343543 28.59 
Order aluminum cover plates separately; go online or call. @ 1454P 3.5” 10” 5” Black, Grey 94F4760 31.50 
Price Each @ 1454) 4 4 3.25” Black, Grey 94F815 23.62 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ @ 1454. 4" 5” 6” Black, Grey 50F8528 27.80 
Aluminium PIM_6860 
@ 1444-45351 1” 4.5" 3.5” Unfinished 72W2880 12.17 
@ 1444-9 1” 8" 4 Unfinished 95F2606 15.07 
@ 1444-15 Af 10” e Unfinished 95F2610 17.05 LOW-PROFILE METAL INSTRUMENT CASES MANUPCTURING.. 
@ 1444-6415 1.5” 6” 4 Unfinished 722882 14.62 LL’ 
@ 1444-84515 1.5" 8" 4.5” Unfinished 72W2886 17.22 | 
© 1444-6 z iG G Unfinished |  95F2604 3.22 i Gee simon 
@ 1444-542 2 5 4 Unfinished 722881 14.62 Available 
@ 1444-8 2! e 4" Unfinished 95F2605 14.62 
@ 1444-12 2 T 5” Unfinished 95F2608 15.81 f 
@ 1444-772 2’ T’ vf Unfinished 72W2885 17.05 Case is split into two equal halves, constructed of 18-gauge steel with choice of satin black or gulf-blue powder 
@ 1444-10 ? e ra Unfinished 95F2607 15.84 paint. Front and back panels are 0.064" thick aluminum (one satin black, the other contempra grey) for easy 
- machining. Symmetrical design; either end can be front or rear. Each unit comes complete with hardware and 
@ 1444-862 2 8 6" Unfinished 66W2293 Ae? rubber feet. 
@ 1444-14 2 9 5” Unfinished 95F2609 18.35 Price Each 
@ 1444-972 2 cl r Unfinished 72W2889 17.22 Mfg. Part No. Height Width Depth Color Stock No. 1-94 
@ 1444-16 2 10” 6" Unfinished 95F2611 19.49 Steel, Satin Black 
@ 1444-1172 2 11" 7" Unfinished 72W2859 19.49 @ 1458A3 3” 4 4 Black 94F4776 45.90 
@ 1444-29 2 12" 10” Unfinished 95F2618 34.43 @ 1458C3 7 6 6 Black 97F9413 45.90 
@ 1444-22 Z 12" 8 Unfinished 95F2614 33.28 @ 1458E3 3” 8" 10” Black 94F1145 48.97 
@ 1444-1372 2 13” T Unfinished 72W2864 24.11 @ 1458D3 3" 8" 8" Black 97F9415 Sori 
@ 1444-18 2 13.5” 5” Unfinished 95F2612 21.81 @ 1458C4 4 e 6" Black 97F9414 47.44 
@ 1444-26 2 16" ce Unfinished 95F2616 35.59 @ 1458E4 4 8" 10” Black 94F4780 51.77 
@ 1444-30 2 17” 10” Unfinished 95F2619 39.04 @ 1458D4 4 8 8" Black 97F9416 58.52 
@ 1444-17132 2 17 13” Unfinished 72W2871 44.07 @ 1458E5 5” 8” 10” Black 97F9403 54.59 
@ 1444-95525 2.5" 9.5” 5” Unfinished 72W2887 19.49 @ 1458D5 5” 8 8" Black 24B6726 63.11 
@ 1444-12825 2.5” 12” 8° Unfinished 72W2863 31.01 @ 145865 5” 10" 8 Black 01H8527 65.01 
@ 1444-643 3" 6" 4 Unfinished 72W2883 16.63 Steel, Satin Blue 
@ 1444-753 3 i 5” Unfinished 72W2884 22.06 @ 1458A3B 3" 4” 4 Blue 50F8531 45.90 
@ 1444-12103 ci 12" 10" Unfinished 72W2860 33.28 @ 1458C3B 3” 6” 6” Blue 94F4778 45.90 
@ 1444-12123 3” 12” 12” Unfinished 72W2861 41.28 @ 1458E3B ci 8° 10” Blue 50F8534 60.06 
@ 1444-1273 3” 12” i Unfinished 72W2862 27.55 @ 1458D3B 3” 8" 8" Blue 94F820 55.51 
@ 1444-24 3" 12" 8° Unfinished 95F2615 34.43 @ 1458C4B 4” 6” 6" Blue 50F8533 47.44 
@ 1444-14103 3” 14” 10" Unfinished 72W2865 40.16 @ 1458E4B 4 8 10” Blue 98F3483 63.50 
@ 1444-1573 3” 15” r Unfinished 72W2867 33.87 @ 1458D4B 4 8 8 Blue 94F4779 58.52 
@ 1444-28 3” 16” 8° Unfinished 95F2617 40.75 @ 1458E5B 5” 8" 10” Blue 94F4781 66.95 
@ 1444-32 3 17" 10” Unfinished 95F2620 45.05 @ 1458D5B 5” 8” 8" Blue 94F1144 63.11 
@ 1444-17123 7 17" 12" Unfinished 72W2870 42.94 PIM 6861 
@ 1444-17143 3” 17” 14" Unfinished 72W2875 56.93 
@ 1444-17173 7 17” 17" Unfinished 72W2876 66.38 
@ 1444-20 3 17" 4” Unfinished 95F2613 34.43 STEEL VENTILATED INSTRUMENT CASES MANUPACTURING.. 
@ 1444-1763 3 17" e Unfinished 72W2878 36.75 a LL’ 
@ 1444-1773 3” 17” a Unfinished 72W2879 37.89 i 
@ 1444-1783 7 17” 8” Unfinished 53W3138 35.59 : ; Gepiinyen 
@ 1444-33 4" 17" 10" Unfinished 95F2621 58.05 N avaliable 
@ 1444-17154 4 17" 15" Unfinished 28W5354 76.99 a 
@ 1444-17174 4 17” 17 Unfinished 72W2877 83.20 
@ 1444-17105 5” ir 10" Unfinished 72W2869 68.07 Case and bottom are 18-gauge steel, finished in contempra grey powder paint. Front panel is satin black and 
@ 1444-17135 5” Ar 13% Unfinished 72W2874 78.10 rear vented panel finished in contempra grey; both are 0.064” thick aluminum for easy machining. Each unit 
@ 1444-17156 6” 47” 45” Unfinished 28W5355 105.35 comes complete with hardware and rubber feet. 
pial Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
Steel 
PINES ESLOPES SON UMEDA RUMEN HANMOND . “@ 1401AAA F 7 5 Grey | s7Fomé | 50.14 
LL’ @ 1401A 5” 6” 10” Grey 94F4836 68.26 
@ 1401AA 5” 6" 6 Grey 96F5507 63.70 
Available @ 1401K 6.5” 10” 14° Grey 96F5508 99.15 
@ 1401E 8° 8° 8" Grey 94F176 75.06 
@ 1401C 9° 8 10” Grey 97F9447 77.09 
@ 1401G 9” 10” 12” Grey 94F177 96.92 
@ 1401M 9” 12° 8" Grey 97F9448 103.55 
20-gauge steel instrument cases with choice of sloping or vertical front panels by reversing case. Contempra @ 1401N Q” 14” 8” Grey 94F178 105.74 
grey panels with textured black covers (powder paint). Each unit comes complete with 6-32 nickel-plated Phillips 
screws and self-adhesive rubber feet. PIM_6910 
> CONTINUED > 
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METAL ENCLOSURES 


AO Cuneneg WATERTIGHT AND EMI/ Fane. VENTILATED LOW-PROFILE INSTRUMENT CASES TNC LRING. 


ALUMINUM EXTRUDED LL’ [Li 
ENCLOSURES Ros 
ipl Sete Sep 


Clear (Py54 
: @ 20-gauge steel case and bottom © 0.064” thick aluminum panels for easy machining 
Features: ter self adhesive gaskets © Front panel is satin black and rear panel matches © © Hardware and rubber feet included 
@ Heavy duty extruded enclosures designed to © Choice of end panels without flange or with flange case color © Rear panel and bottom are vented 
house PC boards or for equipment interfacing for shelf or wall mounting Price Each 
© Sized for standard Eurocards 1457 Series Includes: ; ; [LESS 0 | 
© PC boards mount horizontally by sliding into © Two closed cell polyethylene foam end plate Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
internal slots extruded into the enclosure body gaskets & rubber “O” rings for assembly screws Steel 
© Extruded aluminum body includes a recessed area 1457 E Series Includes: 7 7 > : 
for labels or membrane keypad © Two end plate EMI/RFI conductive gaskets @ 1426K sd 8 5 Off uu CTE 61.81 
© End panels are diecast aluminum with full perime- @ 1426M 4 8” 6” Off White 94F4838 64.38 
1457/ 1457 E Series feature extruded, aluminum body and (choice of either clear anodized or black powder @ 14260 4" 10” Yb Off White 24B6404 72.08 
paint finish). Includes two die cast aluminum end panels painted in black satin powder paint. All hardware and © 1426W e 12" 10° Off White 95F2578 79.83 
self-adhesive feet included as well. - 
5 @ 1426V 4 12" 8" Off White 95F2577 77.25 
[Price Each "e 10260 55 T 117 | Of White | 24B6405 
Mfg. Part No. Height | Width | Depth Color Stock No. 1-94 Seal Sain Bi : : aes 
Aluminium, Flanged, EMI/RFI Shielded (IP54) et ee = = TF 5 — 
© 1457.1202EBK 127" | 4208" | 5967" | Black | 90W0335 | 48.56 eiees : = lees 
@ 1457J1202EBK 1.239" 3.424" 5.99" Black gowo319 | 42.51 PIM_6922 
@ 1457J1602EBK 1.239” 3.424” 7.565” Black 90W0327 43.68 
@ 1457L1602EBK 1.26” 4.09" 6.3" Black 90W0343 51.98 ALUMINUM PC BOARD INSTRUMENT CASES ARGCHLpINS 
Aluminium, Flanged, EMI/RFI Shielded (IP54), Clear Anodized ° a pee eee from heavy 12-gauge aluminum . 
er ne a a re | © Off-white powder paint finis| 
@ 1457L1202E 1.227 4.208 5.967 Natural 90W0334 48.56 «Front and rear panels are easy-to-machine [Ly 
@ 1457J1602E 1.239” 3.424” 7.565” Natural 90W0326 43.68 natural aluminum (paper-coated on one side) a, ee Gein ; 
. -, ompliant 
@ 1457L1602E 1.373" 4.208" | 7.542" Natural 90w0342 51.98 © Hardware and 4 self-adhesive rubber feet : Available 
Aluminium, Flanged, Waterproof (IP65) incuged [- * — 
2 gee P = = = For horizontal PC card mounting by sliding boards 
@ 1457J1602BK 1.239 3.424 7.565 Black 90W0325 34.57 into side aluminum extrusions. |. 
@ 1457L1202BK 1.26" 4.09” 4.73" Black 90W0333 34.97 ——__ 
@ 1457L1602BK 1.373” 4.208” 7.542" Black 90W0341 37.79 7. 
@ 1457N1602BK 2.15" 4.09” 6.3” Black 51R3962 44.33 Price Each 
Aluminium, Flanged, Waterproof (IP65), Clear Anodized Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
@ 14571202 1.239" 3.424" 5.99" Natural 90W0316 31.82 Aluminium 
@ 1457/1602 1.239" 3.424” 7.565" Natural 90W0324 34.57 @ 14028 2.4" real 49" Grey 83F8912 56.49 
@ 145711202 1.26” 4.09” 4.73" Natural 90W0332 34.97 @ 1402BV 24" 7.1" 4.9" Grey 99F9604 58.43 
@ 145711602 1,373” 4.208” 7.542" Natural 90W0340 37.79 @ 1402DV 24" 7.125" 7.25" Grey 83F8914 63.78 
Aluminium, No Flange, EMI/RFI Shielded (IP54) @ 1402D 2.4" 7.125” 7.25" Grey 83F8913 61.76 
@ 1457J1201EBK 1,239" 3.424" 5.163" Black 90W0315 42.20 @ 1402F 3.1" 7.1" 10.3” Grey 83F8915 74.66 
@ 1457J1601EBK 1,239” 3.424” 6.738" Black 90W0323 43.30 @ 1402FV 3.1" 7.125" 10.3” Grey 83F8916 76.67 
@ 1457L1601EBK 1.376” 4.21" 6.738" Black 90W0339 51.61 @ 1402H 3.9” 10” 7.3" Grey 83F8917 72.32 
@ 1457L1201EBK 1.376" 4.211" 5.163" Black 90W0331 43.14 @ 1402K 3.9" 10” 9.6" Grey 83F8919 82.41 
Aluminium, No Flange, EMI/RFI Shielded (IP54), Clear Anodized @ 1402HV 3.9” 10.033” 7.25" Grey 83F8918 75.08 
@ 1457J1601E 412" 3.3” 6.3" Natural 90W0322 43.30 @ 1402KV 3.9" 10.033" 9.625" Grey 88F1817 85.07 
@ 1457L1601E 1,376” 4.21" 6.738" Natural 90W0338 51.61 PIM_34477 
@ 1457L1201E 1.376" 4.211" 5.163" Natural 90W0330 43.14 
Aluminium, No Flange, Waterproof (IP65) EXTRUDED ALUMINUM CASES RoHS _ HAMMOND 
@ 1457C801BK 1.2" 2:32" 3.15" Black 04N9976 27.24 Version 1 contains: eomptant MANUFACTURING... 
@ 1457J1201BK 1.239” 3.424” 5.163” Black 90W0313 31.19 @ Designed for horizontal mounting of PC boards 
7 7 ” @ Panels are one piece with integral bezel 
© 1457/1 601BK Les sat pies — CUCU 93:68 © PC boards slide horizontally into internal guides 
@ 1457L1201BK 1.26" 4.09" 4.73" Black 90W0329 34.31 extruded into walls 
@ 1457L1601BK 1.26" 4.09” 6.3” Black 90W0337 37.12 © Includes all hardware and rubber feet 
© 1457K1201BK 1.73" 33" 473" Black 78M5507 36.47 e Clear or black anodized finish 
7 = 7 Version 2 contains: 
@ 1457K1601BK 1.73 3.3 6.3 Black 848668 40.61 © 2 aluminum end panels and 2 plastic bezels, 
@ 1457N1601BK 2.15% 4.09” 6.3 Black 85M2368 43.44 optionally installed to create a modern look © 2 easy to machine, solid plastic end panels 
Aluminium, No Flange, Waterproof (IP65), Clear Anodized Price Each 
@ 1457C801 1.21 2.32 3.15 Natural 04N9975 25.42 Mfg, Part No. Height Width Depth Color Gents, | ace | 
@ 1457J1601 1,239” 3.424” 6.738" Natural 90W0320 33.88 ‘Aluminiuns 
@ 1457L1601 120 wa 6.3" _ Natural 90W0336 37.12 @ 1455802 047" 276" 315" Natura 84K8040 052 
@ 145711201 ne bl _ Natural 90W0328 34.31 © 145581202 O75" 78" “IP Natural 85K9480 ATG 
@ 1457K1201 i 3.3 : ued Natural 04N9977 36.47 @ 1455C801 091" 213" 315" Natural 8409884 4645 
@ 1457N1201 cdi _ _ Natural 04N9979 40.50 @ 14550802 01 213" 3415" Natural 8409886 13.09 
@ 1457N1601 2.15 4.09 6.3 Natural 04N9981 43.44 © 145501201 00 213" qin Natura 3409880 16.50 
PIM_116667 @ 14551202 1.06” 3.07" 4.72" Natural 8909399 17.17 
@ 14551201 1.2" 4.06” 4.72" Natural 8909410 27.86 
@ 145511202 1.2" 4.06” 4.72" Natural 8909412 22.50 
@ 1455L1601 1.2" 4.06" 6.3” Natural 8909414 31.63 
@ 145512201 12? 4.06" 8.66" Natural 8909418 21.81 
@ 1455P1601 1.2" 4.92" 6.3” Natural 53K7804 27.40 
@ 1455R1601 1.2" 6.5" 6.3” Natural 98H4041 32.01 
@ 1455R1602 1.2" 6.5" 6.3" Natural 98H4043 26.84 
@ 1455R2201 1.2" 6.5" 8.66" Natural 98H4045 58.99 
> CONTINUED > 
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EXTRUDED ALUMINUM CASES (CONT.) DIECAST ALUMINUM RFI/EMI ENCLOSURES (CONT.) 
Price Each Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ Mfg. Part No. Height Width Depth Color Stock No. ike 
Aluminium Aluminium Alloy, BNC Female-to-BNC Female 
@ 1455K1201 1.69” 3.07” 4.72” Natural 8409888 23.81 @ 2902 2.64" 4.75" 1.71" Blue 34F966 69.99 
@ 1455K1202 1.69" 3.07” 4.72" Natural 84C9889 16.91 @ 3602 3” 2.63” 1.65” Blue 35F3512 63.99 
@ 1455K1601 1.69" 3.07" 6.3” Natural 8409891 24.71 Aluminium Alloy, BNC Female-to-BNC Male 
@ 145501601 2.03” 4.92” 6.3” Natural 53K7811 30.05 @ 3752 1.5” 1.13” 0.88” Blue 34F1261 52.99 
@ 1455Q2201 2.03" 4.92" 8.66" Natural 53K7814 34.31 @ 3603 3 2.63” 1.65" Blue 35F3513 63.99 
@ 145571601 2.03” 6.5” 6.3” Natural 98H4049 32.52 Aluminium Alloy, BNC Female-to-BNC Male with Binding Posts 
@ 145572201 2.03” 6.5” 8.66" Natural 98H4053 36.52 @ 2393 1.13” | 2.25” 0.88" Blue 35F3501 95.99 
@ 1455N1201 2.09” 4.06” 4.72" Natural 8409895 24.77 Aluminium Alloy, Cross Connectors 
@ 1455N1202 2.09" 4.06" 4.72" Natural 84C9897 19.41 @ 3234 1.38" | 2.25” 1.13" Blue 35F987 80.99 
@ 1455N1601 2.09" 4.06" 6.3" Natura 8409899 27.86 Aluminium Alloy, Female BNC on Each End and on Bottom 
@ 1455N2201 2.09” 4.06” 8.66" Natural 8409902 31.63 @ 2392 1.13” 2.25" 0.88" Blue 35F3500 101.99 
@ 145572202 2.1” 6.5” 8.66" Natural 98H4055 28.70 Aluminium Alloy, SMA Female-to-SMA Female 
Aluminium, Black @ 2399 1.13” 2.25" 0.88" Blue 35F988 101.99 
@ 1455A802BK 0.47" 2.76" 3.15” Black 84K7767 11.28 Aluminium Alloy, Unfinished 
@ 1455B802BK 0.75” 2.82" 3.15” Black 84K7762 11.97 @ 2400 143" 2.25" 0.88" Unfinished 35F3502 13.99 
@ 1455C01202BK 0.91” 2a" 4.72” Black 8409883 14.39 @ 2428 1.38” 2.25" 1.13" Unfinished 35F3507 13.99 
@ 1455C801BK 0.91” 213" 3.15” Black 8409885 16.62 @ 3754 4.5" 1.13” 0.88” Unfinished 34F1263 11.09 
@ 1455C1201BK 0.91” 2.13" 4.72" Black 8409881 17.84 @ 2906 2.64" 4.25" AeA? Unfinished 35F3510 34.99 
@ 1455J1201BK 1.06” 3.07” 4.72” Black 89C9398 23.64 @ 3606 3" 2.63” 1.65" Unfinished 35F3514 28.99 
@ 1455J1202BK 1.06” 3.07" 4.72” Black 89C9400 17.74 @ 5186 4.22” 8.32” 1.74" Unfinished 94F1056 82.99 
@ 1455L1601BK 4.2" 4.06" 6.3" Black 8909415 34.98 Accessory 
@ 1455P1601BK 1.2" 4.92" 6.3" Black 53K7805 31.66 Price Each 
@ 1455R1601BK 12 6.5" 6.3" Black 98H4042 35.86 Mfg. Part No. Type Stock No. | 1-1-24+ 
@ 1455R1602BK 4.2" 6.5" 6.3" Black 98H4044 28.84 @ 3728 Mounting Cover 77B2406 SS 
@ 1455K1202BK 1.69" 3.07" 472” Black 8409890 18.44 PIM_6925 
@ 1455K1201BK 1.69" 3.07” 4.72" Black 7705632 24.36 
@ 1455K1601BK 1.69” 3.07” 6.3" Black 8409892 27.34 RF/Coax Adapters 
@ 1455Q1601BK 2.03” 4.92” 6.3" Black 45K1120 35.32 Price Each 
@ 1455Q2201BK —_ ne —_ Black SECA 39.45 Mfg. Part No. pl eae ped Description StockNo. | 1+ 
@ 1455T1601BK 2.03” 6.5" 6.3" Black 98H4050 36.52 7 
- - - Straight Adapter 
14557 16026K 28 bs as Black SBHAUSR HT IE S8H2 © 3230 BNC Jack | BNC Jack | 50ohm Size B 35F3503 | 48.99 
@risor 220 Bk —_ oe 8.66" Black SCHISM © 3239 BNC Jack | BNC Jack | 50ohm | SizeB, Isolated | 35F986 | 70.99 
SiON 20K zal ae ails Beet BAC8896 TE EE 2THOK © 2391 BNC Plug | BNC Jack | 50ohm Size A 34F953 | 53.99 
@ 1455N1202BK 2.09" 4.06” 4.72" Black 8409898 20.99 ©3231 BNC Plug BNC Jack BOohm Size B 35F3504 52.99 
@ 1455N1601BK 2.09” 4.06" 6.3” Black 7208919 30.62 PIM 5512113 
@ 1455N2202BK 2.09" 4.06" 8.66" Black 8409905 28.94 = 
@ 1455T2202BK 21° 6.5” 8.66" Black 98H4056 33.67 
DIECAST ALUMINUM RFI/EMI PROTECTION ® 
[Price Each ~~ ENCLOSURES Pomona 
Mfg. Part No. Type Stock No. 1-1-9+ 
@ 1455JBBK-10 Bezel 7237317 17.02 Gopi : 
Compliant 
@ 1455LFBK Flange 73J3555 16.71 Available 
“@1455NFBK——S=*«&sS*S*S*«Mountingg Bracket =| ~=Ss«SOH5704 =| «16.45 
@ 1455MS100BK Screw 7358816 11.38 
@ 1455MS100 Screw 79R6749 8.66 
PIM_72215 4503 


Shielded enclosures fulfill requirements for RF applications. Available with blue baked enamel finish per federal 
standard 595 #25109 over primer wash per DOD-P-15328, or with no finish; go online or call. Boxes include 


Pomona aluminum cover with clear anodized finish per MIL-A-8625 and cover screws. 
7 Price Each 


DIECAST ALUMINUM RFI/EMI ENCLOSURES 


RoHS Mfg. Part No. Height Width Depth Color Stock No. 1+ 
Compliant Siig 
SB ron Aluminium 
@ 4903 3” 6” 1.67" Blue 50F1472 51.99 
2391 PIM_6926 
Shielded diecast aluminum enclosures fulfill requirements for EMI/RFI applications. Available with natural 
aluminum finish or blue baked enamel finish per federal standard 595 #25109 over primer wash per 
DOD-P-15328. Boxes include aluminum cover with clear anodized finish per MIL-A-8625 and cover screws. EXTRUDED ALUMINUM RFI/EMI SHIELDED e 
Select boxes feature component mounting capabilities. All rated 500VRMS, +150°C. Order replacement covers ENCLOSURES WITH CARD GUIDES omona 
and screws separately; go online or call. ae 
Price Each i iii Gesinpian 
Mfg. Part No. Height Width Depth Color Stock No. 1+ Avaltable 
Aluminium Alloy, Blue 
@ 2397 1.13” 2.25" 0.88" Blue 34F954 16.39 
@ 2417 1.38” 2.25" 1.13” Blue 34F955 16.39 3302 
@ 3753 1.5" 1.13” 0.88” Blue 34F1262 16.39 
@ 2901 2.64” 4.75" 1.71" Blue 35F3508 38.99 3311 
@ 3601 3 2.63" 1.65" Blue 35F3511 28.99 3749 
be Hea - nae pis ne Blue CEES 92.99 Slotted to accept .062” circuit boards and shielding dividers. Provide excellent RFI/EMI protection. Available 
Aluminium Alloy, BNC Female T”” with blue baked enamel finish per federal standard 595 #25109 over primer wash per DOD-P-15328, or with no 
@ 3232 4.38” 2.25" 4.13” Blue 35F3505 ve finish. Include covers with clear anodized finish per MIL-A-8625 and screws. 
Aluminium Alloy, BNC Female-to-BNC Female 
@ 2390 1.13” 2.25" 0.88" Blue 34F952 53.99 
@ 3751 1.5” 1.13” 0.88” Blue 34F1260 53.99 
> CONTINUED > > CONTINUED > 
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EXTRUDED ALUMINUM RFI/EMI SHIELDED ENCLOSURES WITH CARD 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


BEX SERIES ANODIZED EXTRUDED ALUMINUM ENCLOSURES (CONT.) 


GUIDES (CONT.) Price Each 
Price Each Mfg. Part No. Height Width Depth Color Stock No. 1-14+ 
Mfg. Part No. Height Width Depth Color Stock No. 1+ Aluminium, BEX Series 5 
Aluminium, Blue @ B5-080SI 1.37" 5.25” 3.18" Silver 39M5414 22.60 
3301 4.13" 2.68" 1.66” Blue 34F947 67.99 @ B5-080BL 1.37" 5.25” 3.15" Blue 39M5413 = 
@ 3311 4.13" 2.68" 3.16” Blue 35F3517 69.99 @ B5-160BL 1.37" 5.25” 6.3” Blue 39M5416 Slee 
@ 3742 4.13" 2.68” 6.16” Blue 44F5325 — @ B5-080BK 1.4" 5.25” oe Black 39M5412 22.39 
Aluminium, BNC Female Each End PIM_84657 
3302 4.13" 2.68" 1.66” Blue 35F3515 106.99 
Aluminium, Unfinished _ Plastic Boxes 
@ 3306 4.13" 2.68" 1.66” Unfinished 35F3516 54.99 Features: 
@ 3316 4.13” 2.68” 3.16” Unfinished 35F3520 69.99 © ABS plastic with flammability rating of UL94-5VA and suggested service temperature of 
@:3748 at 208 oie eninisied SEL) Bese e ees ae itting interlocking lid and assembly hardware een 
Accessory Price Each 
- rice Eac! 
o ie Mfg. Part No. Height Width Depth Color Stock No. 1-44 
Mfg. Part No. Type Stock No. =a ABS 
© 2352 Solder Turret Terminal Screw 7782233 101.99 we CUR ZEF ce RE Szr S086 fSHIG 
PIM 6927 PIM_5699825 


BEX SERIES ANODIZED EXTRUDED 
ALUMINUM ENCLOSURES 


RoHS @ e 
Stu Banx 


Available 


ENCLOSURES, INC. 


® 6 colors available 

@ Highest quality anodizing 

@ NEMA4 sealing, optional 

@ Wall mounting kits, optional 
All enclosures include: 1 extruded case, 2 end plates and assembly screws. NEMA 4 gasket kits and hardware 
sold separately. Mounting flanges, protective rubber end caps and replacement end plates are also available; 
go online or call. 


® Custom lengths available 
© Custom colors available 
@ Protective rubber end caps available 


High EMI/RFI protection. Durable finish provides extreme protection. 
Price Each 

Mfg. Part No. Height Width Depth Color Stock No. 1-14+ 
Aluminium, BEX Series 1 
@ B1-080GR 1.18” 2.5" 3.15" Green 26K8991 24.94 
@ B1-120BL 1.18" 2.5” 4.72" Blue 26K8995 21.49 
@ B1-040BK 1.2” 2.5” 1.57” Black 26K8982 14.33 
@ B1-040BL 1.2” 2.5” 1.57” Blue 26K8983 = 
@ B1-080S' 1.2" 2.5” 3.2" Silver 26K8993 16.65 
@ B1-080BK 1.2" 2.5” 3.2" Black 26K8988 21.65 
@ B1-080BL 1.2” 2.5” 3.2” Blue 26K8989 9.89 
@ B1-080GD 1.2" 2:5" 3.2" Gold 26K8990 24.94 
@ B1-080RD 42" 2.5” 3.2" Red 26K8992 19.85 
Aluminium, BEX Series 2 
@ B2-080GR 1.18” 4.27" 3.15” Green 26K9022 15.90 
@ B2-080S' a2 4.27" 3.2” Silver 26K9024 37.07 
@ B2-080BK 1:2" 4.27 3.2" Black 26K9019 21.21 
@ B2-080BL 1.2" 427° 3.2” Blue 26K9020 22.88 
@ B2-080GD 1.2" 4.27" 3.2” Gold 26K9021 28.54 
@ B2-080RD 1.2" 4.27" 3.2" Red 26K9023 16.76 
@ B2-160S' 1.2" 4.27" 6.3” Silver 26K9012 25.99 
@ B2-160BK 1.2" 4.27" 6.3” Black 26K9007 30.95 
@ B2-160BL 2 4.27" 6.3” Blue 26K9008 a 
Aluminium, BEX Series 3 
@ B3-080S! 1.77" 4.27" 3.15" Silver 26K9042 22.62 
@ B3-080BK 1.77" 4.27" 3.15” Black 26K9037 22.62 
@ B3-080BL 1.77" 4.27" 3.15” Blue 26K9038 11.29 
@ B3-160S' 1.8" 4.27" 6.3" Silver 26K9048 = 
@ B3-160BK 1.8" 4.27" 6.3” Black 26K9043 31.14 
@ B3-160BL 1.8" 4.27" 6.3” Blue 26K9044 31.14 
@ B3-220BK 1.8" 4.27" 8.7" Black 26K9049 45.06 
Aluminium, BEX Series 4 
@ B4-080S' 2.11" 6.68" 3.15" Silver 26K9067 52.81 
@ B4-080BK 2.11” 6.68” 3.15” Black 26K9062 38.37 
@ B4-160RD 2.11" 6.68” 6.3” Red 26K9072 25.76 
@ B4-220S' 2.11" 6.68" 8.66" Silver 26K9079 73.73 
@ B4-220BK 2.11" 6.68" 8.66" Black 26K9074 67.36 
@ B4-220BL 2.11” 6.68” 8.66" Blue 26K9075 73.73 
@ B4-160BK 2.11" 6.7" 6.3” Black 26K9068 52.56 

> CONTINUED > 


RASPBERRY PI MICROCOMPUTER ENCLOSURES 


Bud Industries, Inc. 


RoHS _ 
Compliant 
Available 


PI Sandwich PI Plate 
@ Available in two styles — The PI Sandwich and on the PCB and the potential addition of 
The PI Plate components 


@ Designed to accept current version of Raspberry 
P| microcomputer @ Made of durable and impact resistant ABS with 
@ Accommodate changes in component relocation attractive translucent raspberry color 


Raspberry PI microcomputer enclosures provide protection, flexibility and ease of access to all components with 
quick snap-in installation. The round version has a twist-lock cover and a central wiring access hub with cable 


@ Easy snap-in installation of PCB 


management. The rectangular version is open on all four sides for direct access. 
Price Each 
Mfg. Part No. Color Height Width Depth Stock No. 1-5+ 
Raspberry Pi Single Board Computers 
@ PS-11591 Red 64mm 85mm 130mm 9273300 = 
@ PP-11593 Red 65mm 161.2mm 161.2mm 9273299 12.44 
PIM_203582 


BOARD-GANIZER MULTI-DEVELOPMENT BOARD ENCLOSURE Bip 


KIT : ; 
4 


Bud Industries, Inc. 


RoHS 
Compliant 
Available 


© The innovative enclosure lets the user combine 
and mix boards with no need of additional 
hardware; the boards are attached using specially 
developed adhesive backed rubber feet 

© The fold and flatten feature makes it possible to 
work on a project with the boards side by side 
so they can be connected and wired. When the 
project is ready, it can be rolled up into a compact 


Features: 

© Made of aesthetically pleasing smoke colored 
ABS, the board-ganizer is a unique work space 
organizing platform designed to serve the rapidly 
growing community of electronics makers and 
developers 

@ As the cost of components keeps falling while ca- 
pability is increasing, the board-ganizer allows the 
user to assemble 3 PCBs and shields in addition to 5x5x3” enclosure — without the need of undoing 
a 600 tie points solder-less bread board any of the wiring. 

Board-ganizer kit includes 4 side panels, 2 tops, package of adhesive backed rubber feet, 4 pins and instructions. 


Price Each 
Mfg. Part No. Stock No. 1-4+ 
Board-ganizer Multi-Development Board Enclosure Kit 
@ BG-32618 88W3963 18.46 
Accessory 
Price per 
Pkg. 
Mfg. Part No. Description Stock No. 1-1-5+ 
@ BC-32625 Jump Wire Bundle (65 ea.) for Solderless Bread Board 88W3962 3.39 
PIM_210247 


1484 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


Solderless Bread Boards 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NON-METALLIC ENCLOSURES 


DIN RAIL MOUNT PLASTIBOXES (CONT.) 


Price Each Price Each 
Mfg. Part No. Height Width Stock No. 1-4+ Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
Solderless Bread Board - 300 Tie Points ABS 
@ BB-32621 0.33” 2.08” 88W3961 4.90 @ DPB-4760 1.25” 3.5” 4.5” Black 89M4566 10.05 
Solderless Bread Board - 600 Tie Points PIM_110543 
@ BB-32620 0.33" 3.2" 88W3960 9.18 
PIM_5513052 POLYSTYRENE MOLDED ENCLOSURES Bip 
PLASTICASES™ Bip 
Bud Industries, Inc. 
\'| RoHS 
|| Gop einpan 
Bud Industries, Inc. ye Available 
RoHS in 
Compliant 
| ‘X ra | oma 
4 
Style D é 
Style A and B be aie Tis IBARS 
Molded plastic enclosures meet IEC 529 enclosure |P54 classification for instrumentation, telecommunications, 
and other applications from hand-held to desktop sizes. 2-part design with tongue-and-groove joint between top 
and bottom covers and end panels. Internal guide slots for vertical mounting of PC boards; internal bosses for 
horizontal PC board mounting. Scratch-resistant, lightly textured top and bottom covers. Four M-3 screws are 
_— countersunk in bottom cover, threaded into brass inserts in top cover. UL94-HB ABS top and bottom covers are 
q - light gray with dark gray end panels. UL 94V-0 ABS top and bottom covers are dark gray with light gray end 
Style F, Version 2 panels. Modifications available; go online or call. 
Style F, Version 1 Price Each 
Style G Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
® Styles A and B impact-resistant polystyrene ® Style E impact-resistant ABS a 7 
© Styles C and F impact-resistant ABS with © Style G impact resistant, self-extinguishing ABS ABS, UL94-HB, Light Grey Cover, Dark Grey _ Panels 
aluminum panels with UL94-5VA flammability rating @ PI-1902-LG 3.54 1.97 1.26 Grey 83F5577 3.47 
Styles A and B have double-textured PC bone gray finish, molded-in card guides and include stainless steel @ PI-1904-LG 4.72" 2.36" 1.57" Grey 83F5579 6.43 
screw and scratch-resistant rubber feet. Modifications to all styles available online or call. @ Pl-1907-LG 5.91" 3.15” 177" Grey 83F5582 8.52 
Price Each @ Pl-1908-LG 5.91" 3.15" 2.36" Grey 83F5583 10.20 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ @ PI-1909-LG 7.48” 3.94” 1.57" Grey 83F5584 11.32 
ABS, Style D, Version 1 @ PI-1911-LG 7.48" 3.94” 3.15" Grey 83F5586 14.48 
@ PC-11482 2.56" 10.24” 7.09" Grey 66F3924 26.83 ABS, UL94V-0, Dark Grey Cover, Light Grey End Panels 
ABS, Style D, Version 2 @ Pl-1901 3.54” 1.97” 0.94” Grey 95F970 3.67 
@ PC-11480-A 1.38” 5.51” 4.33” Grey 66F3917 14.48 @ Pl-1902 3.54” 1.97” 1.26” Grey 95F971 ie 
ABS, Style D, Version 3 @ PI-1903 4.72" 2.36" 1.18" Grey 95F972 5.92 
@ PC-11481-LG 1.57" 8.86" 6.5” Grey 66F3922 18.87 @ PI-1904 4.72" 2.36" 1.57” Grey 95F973 6.63 
ABS, Style E @ PI-1905 4.72" 2.36" 1.97" Grey 95F974 7.96 
@ PC-11462 2.28" 3.74" 6.22” Grey 99B1481 9.79 @ PI-1908 5.91” 3.15” 2.36" Grey 95F977 ULES 
@ PC-11467 2.4” 5.51” 7.48” Grey 99B1486 13.97 @ PI-1911 7.48” 3.94” 3.15" Grey 95F968 16.73 
@ PC-11470 2.4" 7.87" 11.02" Grey 99B1489 22.13 PIM_29678 
@ PC-11468 3.15" 5.51" 7.48" Grey 99B1487 15.20 
@ PC-11471 3.15" 7.87" 11.02” Gre\ 99B1490 23. 
ABS-SWIEE Y Be DIN RAIL MOUNT MULTI-BOARD PLASTIC BOXES AND 
» Sty’ : : : ACCESSORIES 
@ PC-11493 3 9 8.5 Grey 99B1492 23.05 © Durable UL94V-0 rated ABS/PC blend plastic housing 
@ PC-11491 3.94" 8.7" 6.15" Grey 99B1491 19.79 © Three levels of PC board mounting locations - Bud Industries, Inc. 
@ PC-11495 5 9" 8.5” Grey 99B1493 29.07 PC boards not supplied ; , RoHS _ 
© Bottom level accepts PC board with modular type y compliant 
ABS, Style G terminals on 0.2" centers Re 
@ PC-11535 5” 3.8" 1.5” Black 10M5239 12.14 © Removable terminal guards have snap-off tabs to 
@ PC-11555 6.5” 5.25" 1.63” Black 27K6579 14.28 match number of terminals used 
7 7 7 ® Snap-fit design allows tool-less assembly of all 
@ PC-11565 6.75 6.25' 1.63 Black 27K6580 15.61 parts including PC boards 
Polystyrene, Style A © Snap-fit front cover is easily removable for 
@ PC-11402 1.53” 5.08” 5.3” Bone 10M5238 9.62 ; ota eae 
@ PC-11403 1.53” 7.06" 5.3” Bone 06M4747 20.20 @ Finish: Light Gray 
@ PC-11406 2.52" 6.12" 6.32" Bone 06M4748 21.01 *PCB and PCB terminals not supplied. 
@ PC-11408 2.52" 8.1” 6.32” Bone 06M4749 25.19 
Polystyrene, Style B ; ; Wesice|Eachy 
© PC-11418 2.06" 5.08" 53" Bone 06m4752 18.87 Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
@ PC-11410 33" 6.12" 6.32" Bone oema750 | 26.01 ABS, Folyearbonate’ — : : 
@PC-11412 33" ar 632" Bone 06M4751 29.99 @ DMB-4769 a0" nor _ Grey 47X4118 4.28 
@PC-11414 4.04" 612 632" Bone 87F290 27.34 @ DMB-4770 S07 uae = Grey 1276235 4.90 
@ PC-11416 408 Br 6.32" Bone 87F291 31.93 SMES 3.55 a _ ey 121238 Sr 
PIM. 6948 @ DMB-4772 3.55" 2.8" 2.26" Grey 1276241 7.34 
_ @ DMB-4773 3.55” 4.18” 2.26" Grey 1276244 5.45 
@ DMB-4774 3.55” 6.28” 2.26" Grey 1276247 11.02 
DIN RAIL MOUNT PLASTIBOXES A : 
@ Made from flame retardant black ABS plastic with UL94- ccessories 
5VA flammability rating Price Each 
© Versatile clip snaps into DIN rail or may be screwed Bud Industries, Inc. Mfg. Part No. Type Stock No. 4-1-9+ 
down for panel/wall mount 
© (4) PC board mounting bosses in base @ DMB-4770-CC Clear Front Cover for DMB-4770 1276236 0.62 
© Smooth labeling area on front surface @ DMB-4769-CC Clear Front Cover for DMB-4770 47X4120 0.92 
© Finish is textured matte black @ DMB-4771-CC Clear Front Cover for DMB-4771 1276239 1.22 
Ose @ DMB-4772-CC Clear Front Cover for DMB-4772 1276242 1.33 
Avaliable @ DMB-4773-CC Clear Front Cover for DMB-4773 1276245 1.63 
@ DMB-4774-CC Clear Front Cover for DMB-4774 1276248 1.84 
@ DNR-4790 DIN Rail 1mx35mmx7.5mm 9273387 6.57 
@ DMB-4769-IRC Infra Red Front Cover for DMB-4769 47X4121 0.92 
> CONTINUED > > CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NON-METALLIC ENCLOSURES 


DIN RAIL MOUNT MULTI-BOARD PLASTIC BOXES AND ACCESSORIES 


@ Indicates RoHS Compliant | Find Datasheets Online 


PLASTIBOXES™ STYLE F (CONT.) 


(CONT.) Price Each 
Price Each Mfg. Part No. Height Width Depth Color StockNo. | 1-4+ 
Mfg. Part No. Type Stock No. 1-1-9+ ABS 
@ DMB-4770-IRC infra Red Front Cover for DMB-4770 1276237 0.62 @ PS-11543-G 5.62” 3.25” 1.52" Grey 48F1095 5.92 
@ DMB-4771-IRC infra Red Front Cover for DMB-4771 1276240 Aho?) @ PS-11553-B 6.87” 4.87” 4.52” Black 48F1096 7.24 
@ DMB-4772-IRC infra Red Front Cover for DMB-4772 1276243 1.33 @ PT-11557-B 6.87” 4.87” 2.52” Black 48F1098 7.15 
@ DMB-4773-IRC infra Red Front Cover for DMB-4773 1276246 1.63 @ PT-11557-G 6.87" 4.87" 2.52" Grey 48F1099 Tees 
@ DMB-4774-IRC infra Red Front Cover for DMB-4774 1276249 1.84 PIM_82464 
@ DMB-4764-MC Replacement Mounting Clip 1276234 0.41 
@ DMB-4760-TG Replacement Terminal Guards (Pair) 1276231 0.62 PLASTIBOX™ STYLE | 
@ DMB-4761-TG Replacement Terminal Guards (Pair) 1276232 1.12 © High impact ABS plastic with UL94-5VA flammability ratina B 
@ DMB-4762-TG Replacement Terminal Guards (Pair) 1276233 ede © Textured top insert 
F 7 e i 
@ DMB-4769-TG Replacement Terminal Guards (Pair) 47X4122 1.19 ; Pe bacon nati eda Bud ae ine 
PIM_192415 © Optional mounting provisions, noted with MP Geena 
suffix Available 
Prototyping Boards & Breadboards Unique styling with rounded corners and edges. 
Base is securely attached to the cover with four 
Hole Board Price Each color matched screws. Black finish. Modifications 
Mfg, Part No. Diameter | Height Width | Thickness | Stock No. 1-94 available; go online or call. 
@ DMB-4769-CB 4.3mm 86.9mm 14.3mm 4.6mm 47X4119 1.43 Price Each 
@ DMB-4770-CB 1.3mm | 86.9mm | 32.8mm 1.6mm 53W3570 3.98 Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
@ DMB-4771-CB 1.3mm | 86.9mm | 50mm 1.6mm 55W6176 6.22 ABS 
@ DMB-4772-CB 1.3mm | 86.9mm | 67.8mm 1.6mm 55W6177 7.96 @ PT-11743 3 ad 1.38" Black O6M4775 8.52 
@ DMB-4773-CB 1.3mm 86.9mm | 102.8mm 1.6mm 55W6178 12.65 @ PT-11754-DW 4 5.5” 1,38 Black 05M4258 11.63 
@ DMB-4774-CB 1.3mm | 86.9mm | 156.2mm 1.6mm 55w6179 | 18.77 @ PT-11754 # 5.5” 1.38" Black 17M9932 11.63 
PIM_5512107 @ PT-11785 5” T° 1.75" Black 10M5242 15.61 
: @ PT-11785-MP 5” 75" 1.78 Black 34M2708 14.28 
Wire-To-Board Terminal Blocks PIM_84563 
No. of Price Each 
Mfg. Part No. Positions Pitch Voltage Current Stock No. 1-9+ GRABBERS HAND-HELD PLASTIC BOXES 
Through Hole Right Angle, 24 AWG-12 AWG 
@ DMB-4770-T3 3 5.08mm 250V 24A 55W6175 3.98 eee \ Bud Industries, Inc. 
PIM_5512108 - Sees : 
Compliant 
¥ Available 
DIN RAIL MOUNT ABS PLASTIC BOXES 7 ‘N 
° é ‘ 
‘oaieioamecacs — Bip 


© Positive screw-down type contacts give a 
positive and secure connection 

@ Area for identifying labels and decals 

@ Flat and angled covers 


Bud Industries, Inc. 


pp RoHS | 
pnail he Compliant 
FT aired i | Available 
——— 


Style C 


Style A 


Style B 


@ Light gray finish Ideal for portable hand-held equipment. Made of durable ABS plastic with a flammability rating of UL94V-0. 
© Modifications available; go online or call : Style A features a recessed top and a 9V/AA battery compartment. Available with or without a 2.84” x 1.38” LCD 
= quae cutout in the display area. Style B features a recessed top. Style C is smaller and more ergonomically shaped. 
qaanne® It includes a recessed top, 9V/AA battery compartment and removable end panel. Tilt stand HH-3440-TS 
available for styles A & B. Modifications available; go online or call. 
Price Each Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
ABS, With Angled Cover ABS, Style A, Battery Compartment, LCD Cutout 
@ DB-4754 3.23" 0.89" 3.9” Grey 29M7928 20.71 @ HH-3401-BC 7.09” 3.94” 1.57” Grey 23C6936 16.52 
@ DB-4751 3.23" 1.72" 3.9” Grey 66M8437 Sikeil ABS, Style B 
ABS, With Flat Cover @ HH-3420 9.33” 5.16” 1.71" Grey 29C4050 20.81 
@ DB-4701 2.76" 2.57” 4.42" Grey 97H5031 17.54 ABS, Style B, Battery Compartment, LCD Cutout 
@ DB-4702 2.76" 3.23” 4.42" Grey 66M8435 20.71 @ HH-3421-BC 9.33” 5.16" 1.71” Grey 24C5028 21.32 
@ DB-4704 2.76" 4.61" 4.42" Grey 66M8436 Sikeit ABS, Style B, LCD Cutout 
ABS, With Flat Cover and Panel Mount Option @ HH-3421 9.33” 5.16” 1.71" Grey 66F3893 20.20 
@ DB-4715 2.76" 5.91” 4.43” Grey 97H5036 18.34 ABS, Style C, Battery Compartment 
PIM_78558 @ HH-3431-BCB 4.13" 2.95" 1.04” Black 27K6571 6.73 
PIM_77721 
PLASTIBOXES™ STYLE F 
@ High impact ABS plastic, UL94-HB flammability rating 


@ Scratch-resistant finish 

@ Horizontal and vertical guides to mount PC 
boards 

© Suggested service temperature -40°C to +80°C 

PS - Textured body with smooth insert. 

PBS - Textured body with smooth top insert and 

9-volt battery compartment. 

PT - Textured body with textured top. 

Modifications available; go online or call. 


Bud Industries, Inc, 


RoHS 
Compliant 
Available 


Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
ABS 
@ PS-11521-B 3.62” 2.25” 1.01” Black 48F1088 3.37 
@ PS-11533-B 4.37" 3.25” 1.52” Black 48F1092 5.10 
@ PBS-11532-G 4.37" 3.25" 1.52" Grey 48F1091 5.61 
@ PS-11543-B 5.62" 3.25” 1.52" Black 48F1094 5.00 
> CONTINUED > 


HAND-HELD PLASTIC BOXES 


Bud Industries, Inc. 


RoHS _ 
Compliant 
Available 


Style 2 
Style 3 


Style 1 


@ Made from durable ABS plastic with UL94-HB @ Internal PCB mounting bosses 

flammability rating in black color @ Recessed top suitable for label or keypad 
Style 1 has molded-in holes for HH-3595-BCB belt clip and comes complete with top cover, bottom cover, and 
assembly hardware. Style 2 and Style 3 have removable end panels and come complete with top cover, bottom 
cover, end panels and assembly hardware. Style 3 also comes with a battery door. Battery holders for Style 3 
can be ordered separately; go online or call. 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NON-METALLIC ENCLOSURES 


HAND-HELD PLASTIC BOXES (CONT.) POTTING BOXES (CONT.) 
Price Each Price per 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ Pkg. 
ABS, Style 1 Mfg. Part No. Height Width Depth Color Stock No. ike 
@ HP-3649-B 4 2.6” 2.62” Black 09R4673 2.04 ABS, Style B 
ABS, Style 2 @ PB-1575-TF 3” Zz 0.9” Black 95F997 17.44 
@ HP-3650-B 2.62" 26" 11° Black 09R4674 2.55 @ PB-1559-TF - ca 15° Black 50F820 18.92 
@ HP-3652-B 4.38" 2.98” 0.99" Black 09R4676 3.57 @ PB-1576-TF 3 1.5" Black 95F999 20.96 
ABS, Style 3 @ PB-1578-TF 4 2.12" 2" Black 92F2530 34.48 
@ HP-3660-B 3.62" 2.6" 0.83" Black 09R4679 3.47 @ PB-1583-TF 4.37" 3.13" 2 Black 83F3644 38.15 
@ HP-3663-B 441" 2.6" 1.1" Black 09R4682 3.88 ABS, Style C 
PIM_148694 @ PB-1558-BF 2 1.5" 1" Black 50F817 14.92 
@ PB-1559-BF 3" YY 15 Black 50F821 20.28 
PLASTIC BOX ACCESSORIES @ PB-1554-BF ki 2 i Black 83F3634 19.89 
@ PB-1549-BF 3.03” 3.03” 0.8” Black 85C2280 33.35 
Accessories 
Bud Industries, Inc. Price per 
Gein rah Pkg. 
Avalable Mfg. Part No. Type Stock No. 11-54 
@ PBC-1576-C Cover, 1549 & 1576 Series, Pack 10 95F6371 14.65 
@ PBC-1558-CN Cover, 1558 Series, Pack 10 50B1168 10.51 
. @ PBC-1558-C Cover, 1558 Series, Pack 10 50F818 9.96 
Ch Holder (4-AA) @ PBC-1559-C Cover, 1559 Series, Pack 10 50F822 11.62 
Price Each @ PBC-1560-C Cover, 1560 Series, Pack 25 12R2922 6.02 
asain oo. —— eieeuine eae @ PBC-1562-C Cover, 1562 Series, Pack 25 12R2924 6.02 
5 . 2 Ei g y i P. 
Through Hole, Wire Leads, Polypropylene Plastic, Battery Holder BESET Covet 1569 Series, aes ets 9108 
@ HH-3632 2 AA 34M2186 Ary @ PBC-1565-C Cover, 1565 Series, Pack 25 12R2927 9.03 
@ HH-3630 2 AAA 34M2184 7A @ PBC-1575-C Cover, 1575 Series, Pack 10 95F6370 12.29 
@ HH-3633 ri AA 34M2187 Aas @ PBC-1578-C Cover, 1578 Series, Pack 10 92F2532 14.64 
@ HH-3631 4 DAA 34M2185 Aas @ PBC-1580-C Cover, 1580 Series, Pack 10 83F6443 alalsalze 
Through Hole, Wire Leads, Vinyl, Battery Clip a 
@ HH-3449 1 PP3 (9V) 34M2183 1.16 
Wire Leads, Wire Leads, Polypropylene Plastic, Battery Holder UTILIBOX™ STYLE A 
@ HH-3634 1 PP3 QV) 746M3209 255 @ ABS plastic with flammability rating of UL94V-0 at 0.080" 
: thickness 
For Use Price Each © Suggested service temperature of -20°C to +70°C Bud Industries, inc. 
Mfg. Part No Type With Stock No 1-14-94 @ Includes close-fitting interlocking lid and assembly 
- - - ; hardware 
@ HH-3440-TS Tilt Stand Handheld Grabbers 66F3895 0.92 © Black textured finish 
PIM 90497 ® Modifications available; go online or call 
7 RoHS 
Gee einsiat 
Available 
POTTING BOXES 


Bud Industries, Inc. HericelEachy 
RoHS Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
Geesinoiat ABS 
Aelabe  “ecu3287 137" 46 or Black | 80K1023 | 11.42 
@ CU-3281 1.87" 3.1” 46" Black 05M4064 8.36 
@ CU-3282 2.37” 46 46" Black 06M4542 9.18 
oes sive B Sie C © CU-3283 237" 46 at" Black | 05m4065 | 40.61 
@ Black finish © Continuous use temperature at +70°C @ CU-3284 2.37" 4.6” 7.6" Black 48F5463 12.75 
ee © cusa8 siz _[ 16 [626_| Be | oomsts_| 1070 
Style A is plain (no flange). Order close-fitting box covers separately below. Mfg. part no. PCB-1558-CN for © CU-3286 3.13" 6.15" 10.15" Black 567097 25.30 
use with Style B boxes mfg. part no. PCB-1558-C for use with Style C boxes. Sold in packages of 10 or 25 ABS, With 0.010” Recessed Area in Lid 
as indicated. @ CUR-3287 1.37" 4.6" 6.1" Black 80K1025 11.83 
Price per @ CUR-3281 1.87" 3.1” 46" Black 06M4578 8.98 
: 7 L ben | @ CUR-3282 2.37” 46 46" Black 06M4579 9.38 
Mfg. Part No. Height Width Depth Color Stock No. 1+ © CUR-3283 237" 46 reo Black 06m45e1 qa 
ABS, Style A 7 7 7 @ CUR-3285 3.12” 5.15” 8.25" Black 99B1212 5.10 
= — —- — ~— - — —- — @ CUR-3286 3.13" 6.15" 10.15" Black 06M4585 26.01 
Pear 15 foe oF Bigee aReaG Ge ABS, With Molded-In Mounting Bracket and 0.010” Recessed Area in Lid 
eee are ar nai Bick RSH aa @ CUR-3281-MB 1.87" 3.1” 46° Black 52F6525 11.63 
7 7 7 - @ CUR-3283-MB 2.37” 46° 6.1" Black 06M4582 13.97 
- a : - - — - — - — — @ CUR-3285-MB 3112" 5.15" 8.25” Black 06m4584 21.62 
- @ CUR-3286-MB 3.13” 6.15” 10.15” Black 06M4586 26.01 
@ PB-1574 2” 2 1.5” Black 95F994 14.89 : a 
ere (tes LF ey 137 Black 12R2921 qaTEa ABS, With Molded-In Mounting Brackets 
: : é @ CU-3281-MB 1.87" 3.1" 46° Black 06m4541 11.32 
. a ~ - _ - — —— a © CU-3282-MB 237° 46 46° Black | 48F5465 | 12.65 
- : : ; © CU-3283-MB 2.37" 4.6" 6.1" Black 06M4543 12.85 
geese re a a Soames Tr fae ree 
ABS, Style B - @ CU-3285-MB 3.12” 5.15" 8.25" Black 06M4546 19.99 
@ PB-1577-1F T Ti 0.75" Black 92F2528 5.89 = wee = = = = eee ee 
@ PB-1579-TF 1.5" 1.25” 0.8” Black 83F6439 11.93 i: 
@ PB-1558-TF 2” 1.5" A? Black 50F816 9.23 
@ PB-1574-TF 2 2 1.5" Black 95F995 14.08 
@ PB-1581-TF 2.09” 1.25" 0.44” Black 83F3640 10.05 
> CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NON-METALLIC ENCLOSURES 


UTILIBOX™ STYLE D 

@ High impact polystyrene 

© Temperature range: -40°C to +70°C 

@ Includes close-fitting interlocking lid and assembly 
hardware 

@ Provisions for mounting horizontal PC board 

@ Standard finish, black 

® Modifications available; go online or call 

Utilibox™ series is the ultimate value in plastic utility 

boxes. 


Bud Industries, Inc, 


RoHS — 
Compliant 
Available 


@ Indicates RoHS Compliant | Find Datasheets Online 


o- Bib 


UTILIBOX™ STYLE G 

© ABS plastic with flammability rating of UL94V-0 at 0.080" 
thickness 

© Suggested service temperature of -20°C to +70°C 

® Horizontal PCB mounting bosses 

@ Includes close-fitting interlocking lid and assembly 
hardware 

@ Standard finish, black 

© Modifications available; go online or call 


Bud Industries, Inc, 


RoHS 
Compliant 
Available 


Price Each 
Price Each Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ ABS 
Polystyrene @ CU-388 1.46" 3.06" 4.31" Black 06M4550 6.83 
@ CU-741 0.78" 2.26" 1.51” Black 06M4560 3.88 @ CU-389 1.59” 3.57" 5.07” Black 05M4066 7.96 
@ CU-742 1” 2.5" 3 Black 06M4562 7.96 @ CU-387 1.84” 4.34" 5.59” Black 06M4548 8.57 
@ CU-743 1.02” 2.5” 5s Black 06M4564 8.87 ABS, With Molded-In Mounting Brackets 
@ CU-744 1.6" 2.5” 3 Black 06M4565 8.98 @ CU-388-MB 1.46" 3.06" 4.31" Black 91F3932 6.94 
@ CU-745 1.62” 2.5" 5" Black 48F1081 8.87 @ CU-389-MB 1.59" 3.57" 5.07” Black 06M4551 8.06 
Polystyrene, With Molded In Mounting Brackets @ CU-387-MB 1.84” 4.34" 5.59” Black 06M4549 8.67 
@ CU-741-MB 0.78” 2.26” 1.51" Black 06M4561 3.88 PIM_82483 
@ CU-742-MB a? 2.5” 3 Black 06M4563 8.06 
@ CU-744-MB 1.6" 25" 3" Black 06M4566 8.52 UTILIBOX™ STYLE H 
@ CU-745-MB 1.62” 2.5" 5” Black 48F1082 9.28 © ABS plastic with flammability rating of UL94V-0 at 0.080" thickness 
PIM_82480 © Suggested service temperature of -20°C to +70°C 
@ Horizontal PCB mounting bosses Bud Industries, Inc. 
@ Includes close-fitting interlocking lid and assembly 
UTILIBOX™ STYLE E hardware 
© ABS plastic rated UL94V-0 at 0.070” thickness © Standard finish, black : 
© Suggested service temperature -20°C to +70°C . Modifications available; go online or call ; ue 
@ Includes close-fitting interlocking lid and assembly Bud Industries, Ine Utilibox™ series is the ultimate value in plastic utility Rots fant 
hardware boxes. Available 
@ Available with recessed tops 
© Standard finish, black 
© Modifications available; go online or call 
RoHS Price Each 
Geptinsiat Mtg. Part No. Height | Width Depth Color Stock No. 1-4+ 
ABS 
@ CU-1473 1.27" 4.05” 1.8” Black 06M4525 5.92 
Price Each @ CU-1470 1.49" 2.1" 3.07" Black 06M4520 5.92 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ @ CU-1474 1,49” 41 2.25" Black 054050 7.14 
ABS @ CU-1471 2.09" 3.07” 2.1” Black 06M4521 6.38 
@ CU-789 0.9" 2.05" 3.05" Black 06M4567 4.18 @ cU-1472 209 307 a Bigee Taree ai 
@cliye2 ia ue 405" | Black (SRD 4.28 © CU-1475 2.59" 4 2.25" | Black | — 55M6995 8.26 
@ CU-790 ey cad a Black |RSS) 4.28 @ CU-1476 27" 447" 3.25" Black | _ 05M4051 8.87 
@ CU-791 1.5" 3.08" 3.08" Black 91F3939 4.79 ABS, With Molded-In Mounting Brackets 
@ CU-793 2 2.23 4 Black 06M4572 5.00 © CU-1470-MB 149" UG ar aiaek Tear) a 
@ CU-795 2 3.22 4AT Black 06M4575 8.06 @ CU-1474-MB 1.49” 4.1" 2.25” Black 83F3313 7.14 
ABS, With Molded-In Mounting Bracket @ CU-1471-MB 2.09" 3.07" 21" Black 06M4522 6.38 
© CU-789-MB 0.9" 2.05" 3.08” Black 06M4568 4.39 @ CU-1472-MB 2.09" 3.07” 3.1 Black 06M4524 7.24 
@ CU-792-MB 1” 4.05" 1.8" Black 91F3942 4.28 @ CU-1476-MB 27 4a?’ 3.25" Black 83F3317 8.87 
@ CU-790-MB 15° 2.08” 3.08” Black 06M4570 4.49 PIM 82484 
@ CU-791-MB 15° 3.08” 3.08" Black 06M4571 5.00 = 
@ CU-793-MB 2 2.23" 4.1" Black 06M4573 5.00 
@ CU-795-MB 2 3.22” 4.47” Black 83F3321 8.06 UTILIBOX™ STYLE | 
dE EE ESS @ ABS plastic with flammability rating of UL94V-0 at 0.080" thickness 
ABS, With Molded-In Mounting Bracket and 0.015” Deep Recessed Area © Suggested service temperature of -20°C to +70°C 
@ CUR-793-MB y 2.23” 4.4" Black 064590 5.20 © Insert in top for easy modification Bud Industries, Inc. 
© Flush mounted black colored screws 
PIM_82481 ) 
e 


UTILIBOX™ STYLE F 
@ Impact resistant ABS plastic, with UL94-HB flammability 


rating 


© Suggested service temperature -40°C to +80°C 


@ Includes close-fitting interlocking lid and assembly 


hardware 


@ Provisions for mounting horizontal and vertical PCB 


® Modifications available; go online or call 


Bud Industries, Inc. 


RoHS _ 
Compliant 
Available 


Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 

ABS, Black 

@ CU-1872-B 1.48" 3.73" 1.88" Black 52F6530 2.35 
@ CU-1874-B 1.95" 5.3” 2.94" Black 52F6532 3.37 
ABS, Grey 

@ CU-1872-G 1.48" 3.73" 1.88” Grey 2003666 2.35 
@ CU-1874-G 1.95" 5.3” 2.94" Grey 52F6533 87, 

PIM_82482 


Textured finish, black 


Internal PCB mounting bosses 


© Modifications available; go online or call 


Utilibox™ series is the ultimate value in plastic utility 


RoHS 
Compliant 
Available 


boxes. 
Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
ABS 
@ CU-3241 ile 2.54" 2.54" Black 99B1200 5.61 
@ CU-3240 1.1" 2.48” 3.33” Black 06M4535 6.07 
@ CU-3243 1.4? 2.85" 4.21" Black 06M4537 6.53 
@ CU-3242 1.35" 3.35” 3.35” Black 05M4063 6.73 
@ CU-3244 1.35” 3.35” 4.6" Black 06M4539 7.75 
@ CU-3245 1.35” 3.85” 5.6” Black 99B1208 9.08 
ABS, With Molded-In Mounting Brackets 
@ CU-3241-MB 1 2.54" 2.54" Black 99B1201 5.61 
@ CU-3240-MB 1.1” 2.48" 3.33" Black 06M4536 6.07 
@ CU-3243-MB 1.1" 2.85" 4.21" Black 06M4538 6.53 
@ CU-3242-MB 1.35” 3.36” 3.35” Black 99B1203 6.73 
@ CU-3244-MB 1.35” 3.35” 4.6" Black 99B1207 7.75 
@ CU-3245-MB 1.35" 3.85” 5.6” Black 06M4540 9.08 
PIM_82485 


1488 Go online or call for non-compliant or 2 ROHS Compliant products. See page 2 


UTILIBOX™ STYLE J 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NON-METALLIC ENCLOSURES 


WATERTIGHT ENCLOSURES (CONT.) 


@ ABS plastic with UL94-HB flammability rating Price Each 
© Suggested service temperature -40°C to +80°C ; : a 
© Internal PCB card guides accept both horizontal and Bod iniceee The. Mfg. Part No. Height Width Depth Color Stock No. 19+ 
vertical boards - ABS 
e be pattern - underside of cover for modification @ RP1245 6.5" 4.92” 2.95” Grey 04N9952 13.71 
a Standard frisi blak @ RP1245C 65" 492" 2.95" Grey 04N9953_ | 17.20 
© Modifications available; go online or call @ RP1285 1:32" 5.75” 2.95" Grey 04N9955 16.63 
Utilibox™ series is the ultimate value in plastic utility Gee sinpiat @ RP1285C 7.32” 5.75" 2.95” Grey 04N9956 17.43 
boxes. Available @ RP1385 7.32” 5.75" 433° Grey 88M9534 18.06 
Price Each @ RP1385C 7.32” 5.75” 4.33" Grey 04N9958 21.61 
—_——— P 8.66” 6.5" 2.36" G 4N996 
Mfg, Part No. | Height | Width | Depth | Color | StockNo. [ 1-94 = a vancses NL 
ABS @ RP1455C 8.66" 6.5" 2.36" Grey 04N9961 29.76 
@ CU-1941 12 213" 327 | Black |  99B1194 224 SEIS oe oS eel Gey GANSO63 55 E2425) 
@ CU-1943 i 2.68" 5.12" | Black |  99B1195 3.37 edible = ee St Srey PANGS ORES Ratl96 
© CU-1945 2.09" 376 | 621° | Black | 9961196 5.20 pabearbonee - - - : 
@ cU-1947 248" 745" aaa Black 9981197 6.38 @ RP1130 4.92' 3.35 2.17 White 04N9932 16.26 
ABS, With Molded-In Mounting Brackets eRe 21 iii a esis wie canosds Zils 
e cus 941-MB 12° 2.13” 3.27" Black 86H5874 2.35 =e = ae atl me eel Zu 
@ CU-1943-MB i | 268 | 642 | Black |  86Hs875 3.57 adsl = = ae = —— 38.34 
© CU-1945-MB 2.09" 3.76" 621 | Black | 86H5876 5.20 ane ue eae 
@ CU-1947-MB 2.48" 4.45" wT" Black 86H5877 3.62 PIMENGOG 
PIM_82486 
HIGH-IMPACT (FRABS) PLASTIC BOXES HAMMOND 
MANUFACTURING... 
PLASTIC ENCLOSURES FOR DEVELOPMENT HAMMOND LL’ 
BOARDS MANUFACTURING... 
@ Designs based on our popular 1593 series plastic enclosures LL’ RoHS _ 
© Machined to accept Raspberry Pi development pomplant 
board (not included) r 
@ Molded in a choice of black, grey, translucent SS 
blue or clear general purpose ABS plastic with ~ \ 
a satin texture : 
© Enclosure is machined to allow access to I/O 
connectors & often used controls and/or LEDS 
@ Enclosure is secured with self tapping screws 
@ Black & Translucent Blue plastic enclosures 
include black screws, grey plastic enclosures ® Smooth thermaplastic/flame-retardant ABS ® Interlocking lid 
include nickel finish screws (FRABS) © 0.062” PC card guides 
@ Includes four (4) self adhesive rubber feet & instruction sheet ® plastic for easy drilling and punching © Threaded brass inserts with M3 x 0.5 x 10mm 
Price Each @ UL94V-0 flammability rating at 1.477mm with 60°C phillips machine screws (ideal for frequent opening/ 
Wife Part pecense Create eee elu continuous-use temperature closing) 
ig. Part No. escription lock No. 9+ - 
Price Each 
= pene ae a ieee = Mfg.PartNo. | Height | Width | Depth | Color | StockNo. [ 1.9 
lear 
- ABS 
SSeS AMEIGY Grey eaxses Uae @ 1591MBU 32" 22 0.96" Blue 83F8763 565 
@ 1593HAMPITBU Transparent Blue 62X3832 8.12 @ 1591LBU 33" IP 156" Blue 65F1771 6.23 
ries @ 1591LGY 32" 22 1.56" Grey 95F2545 3.56 
@ 1591LBK 3.3” 22° 1.56” Black 65F1763 6.23 
WATERTIGHT ENCLOSURES AON NG @ 1591MGY 33° 2.2" 1" Grey 83F8765 5.65 
@ 1591MBK 3.3” 2.2" le Black 83F8762 5.65 
bb’ @ 1591ABU 3.9” re 0.96" Blue 65F1766 5.65 
= @ 1591ABK 3.9” ra 1" Black 65F1758 5.65 
= - zt @ 1501AGY 3.9" 2 t Grey 65F1774 5.65 
-£ if } 5 @ 1591SGY 4.3” 3.2” 1.76" Grey 95F2548 9.47 
d @ 1591SBK 43° 3.2" 1.76" Black 87F4236 9.47 
di @ 1591SBU 43° 3.2" 1.76" Blue 87F4240 9.47 
ABS on een uid Age Placic a Sectow is Asepieeaihetd sauphceaioss 1G @ 1591BBU 4.4” 2.4" 1.26" Blue 65F1767 6.23 
paque Cover lastic w/ Shallow Li lastic w/ Deep Li lastic w/ Deep Li 7 7 7 
> (Clear Cover) (Opaque Cover) (Clear Cover) @ 1591BGY 44 24 1.26 Grey 65F1775 6.23 
Polis ; @ 1591BBK 4.4” 2.4” 1.26" Black 65F1759 6.23 
: fvaiaie —_@ 1591CBU ar 26° 156 Blue 65F1768 7.52 
(yes @ 1591CBK 47 2.6" 1.6" Black 65F1760 7.52 
‘ohecatbonsic wi Sialiow iid @ 1591TBK 47° 3.2" 2.36" Black 87F4237 10.43 
‘olycarbonate wi allow Lit 
e Hota to meet IP 65 installed Se setiey alll aca Ea Grey sahzsAy LOS 
@ Ideally suited for mounting PC boards or DIN rail @ Lid includes smooth recessed area for membrane, @ 1591TBU 47 3.2" 2.36" Blue 87F 4241 10.43 
mounted components label or silkscreen (see chart below for recess size) @ 1591UGY 4.7" 47" 2.36" Grey 95F2550 10.66 
@ Flammability rating of UL94 HB @ Integral stainless steel bushings (for repetitive 7 7 ” 
© Gasketed lid with two piece “tongue and groove” assembly and disassembly) eriSv/UBK AL ae eae Black AEE ue 
construction provides protection against oil, dust © Lid screws are self captivating (lid holes are @ 1591UBU 47 47 2.36 Blue 87F4242 10.66 
and water threaded with the first installation of lid screws) @ 1591VBU 47" 47° 3.66" Blue 87F4243 14.22 
Grete Lene anew and _ ba , le DIN a Heh . molded in ; @ 1591VBK “ar ar 3.66" Black 87F4239 14.22 
id is secured with self-captivating M3.5 stainless steel machine screws (included). ardware is stainless 7 7 7 
steel to avoid corrosion caused by dissimilar metals. @ 1591VGY bal A? 3.66 Grey BoR2554 14.22 
RPXXXX C - ABS with Clear Lid @ 1591CGY 4.72" 2.56" 1.57" Grey 65F1776 7.52 
Price Each @ 1591GGY 4.8" 3.7" 1.36" Grey 95F2546 9.47 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ @ 1591GBU 4.8” 3.7" 1.36" Blue 90F8208 9.47 
ABS @ 1591DBU 5.9” 3.2" 1.96" Blue 65F1769 10.07 
@ RP1025 2.56” 2.36” 1.57” Grey 04N9921 5.76 @ 1591DBK 5.9” 3.2" 2 Black 65F1761 10.07 
@ RP1025C 2.56" 2.36" 1.57" Grey 04N9922 6.50 @ 1591DGY 5.9” 3.2" 2 Grey 65F1777 10.07 
@ RP1065 3.35” 3.15” 2.17" Grey 04N9924 4.48 @ 1591HBK 6.5” 2.8" 1.16" Black 90F8210 9.47 
@ RP1135 4.92” 3.38” 247" Grey 04N9933 9.91 @ 1591HGY 6.5” 2.8” 1.16” Grey 95F2547 9.47 
@ RP1175C 6.5” 3.38” 2.17" Grey 04N9940 13:71 @ 1591HBU 6.5” 2.8" 1.16" Blue 90F8211 9.47 
> CONTINUED > > CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NON-METALLIC ENCLOSURES 


HIGH-IMPACT (FRABS) PLASTIC BOXES (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


GENERAL PURPOSE ABS PLASTIC BOXES (CONT.) 


Price Each Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-94 Mfg. Part No. Height Width Depth Color StockNo. |  1-9+ 
ABS Plastic 
@ 1591EBU 75" 43° 2.36" Blue 65F1770 13.02 @ 1591SSBK 4.3" 3.2" 1.76" Black 87F2527 6.87 
@ 1591EBK 75" 4.3" 2.4" Black 65F1762 13.02 @ 1591BSBK 44" 2.4" 1.26" Black 87F2523 5.00 
@ 1591EGY 75° 43° 2.4" Grey 65F1778 13.02 @ 1591CSBK 47 2.6" 1.56" Black 87F2524 5.38 
PIM_6990 @ 1591TSBK 47 3.2" 2.36" Black 87F2528 7.56 
@ 1591USBK 47 47 2.36" Black 87F2529 8.15 
HAMMOND @ 1591VSBK 47" 47 3.66" Black 87F2530 9.19 
errata aa al Jan | MANUFACTURING... @ 1591GSBK 4.8" 37” 1.36” Black 90F8206 6.87 
[Ly @ 1591DSBK 5.9" 3.2" 1.96" Black 87F2525 7.52 
alts @ 1591HSBK 65” 2.8" 1.16" Black 90F8209 6.87 
Osan @ 1591EF2SBK 75° 4.3" 2.2” Black 24R2508 13.23 
(REMA) @ 1591ESBK 75" 4.3" 2.36" Black 87F2526 9.08 
PIM_6991 
(PJ54 
FLANGED LID (FRABS) PLASTIC BOXES Pipes ee 
© Smooth, flame-retardant ABS (FRABS) plastic for easy drilling and punching © 


Flanged Lid 


Standard Lid 


@ Ideally suited for mounting printed circuit boards 
horizontally 

@ Flanged lid is perfect for wall or shelf mounting and 
enclosure security 


@ Designed to meet IP54 

@ Lid and box both contain - four molded in PC 
board standoffs 

@ Molded from easy to machine, flame retardant 


© Internal sides of enclosure are smooth for easy ABS plastic 
connector installation @ ABS plastic material carries a UL flammability 
@ Tongue and groove lid to box construction provides rating of 94V-0 
protection against environmental elements 

Lid is secured with M3 x 10 mm Philips machine screws, threaded into integral brass bushings. Perfect for 
applications with repetitive assembly and disassembly are required. Stocked in satin texture black. Black 
enclosures include black screws. 

*Economical version 

Price Each 
Mfg. Part No. Height | Width Depth | Color | StockNo. | 1-9+ 

ABS 

@ 1591XXMBK 3.3” 22° 0.8” Black 96M7944 3.07 

@ 1591XXLBK 3.4” 2.2” 1:5" Black 74K2773 6.23 

@ 1591XXABK 3.9" 2" 0.92" Black 74K2753 5.65 

@ 1591XXBBK 44" 2.5” 1.22" Black 74K2757 6.23 

@ 1591XXCBK 47 26” 1.52” Black 74K2761 7.52 

@ 1591XXTBK 4.8" 3.2” 2.32” Black 74K2777 10.43 

@ 1591XXDBK 6" 3.2” 1.92" Black 74K2765 10.07 

@ 1591XXEBK 7.6" 44" 2.32" Black 74K2769 13.02 
ABS, Flanged 

@ 1591XXLFLBK 3.4” 2.2” 1.5” Black 74K2774 3.40 

@ 1591XXAFLBK 3.9" 2" 0.92" Black 74K2754 5.65 

@ 1591XXBFLBK 4.4" 2.5” 4.22" Black 74K2758 7.00 

@ 1591XXCFLBK 47" 2.6 1.52” Black 74K2762 7.52 

@ 1591XXTFLBK 4.8" 3.2” 2.32” Black 74K2778 10.43 

@ 1591XXGFLGY 4.8" 3.7" 1.2” Grey 26R9561 9.47 

@ 1591XXDFLBK 6" 3.2” 1.92" Black 74K2766 10.07 

@ 1591XXEFLBK 7.6" 44 2.32" Black 74K2770 13.02 

@ 1591XXEFLGY 7.6" 44 2.32" Grey 74K2771 13.02 

Plastic 

@ 1591XXGSBK 48" 3.7" 1.2” Black 51R4152 6.87 

Plastic, Flanged 

@ 1591XXMSFLBK 3.3” 2:2" 0.8” Black 51R4155 4.81 
PIM_87081 

GENERAL PURPOSE ABS PLASTIC BOXES NO Kies. 


RoHS _ 
Compliant 
Available 


© Smooth black general purpose ABS plastic is ideal © Self-tapping #4 x 1/2” phillips screws 


for labels, silk screens and decals interlocking lid ® 0.079" average wall thickness 
© 0.062” molded PC card guides 
Price Each 

Mfg. Part No. Height Width Depth Color StockNo. |  1-9+ 
Plastic 
@ 1591MSBK 3.3” 2.2" 0.96" Black 83F8766 4.81 
@ 1591LSBK 3.3” 2.2” 1.56” Black 87F2521 4.90 
@ 1591ASBK 3.9” 2 0.96” Black 87F2522 4.81 

> CONTINUED > 


@ UL94V-0 flammability rating at 1.477mm with 60°C continuous use 
temperature 

@ Interlocking flanged lid for easy wall or shelf 
mounting 

@ 0.062” PC card guides 

@ Threaded brass inserts with M3 x 0.5 x 10.4mm 
phillips machine screws (ideal for frequent 
opening/closing) 


RoHS _ 
Compliant 
Available 


Price Each 
Mfg. Part No. Height Width Depth Color StockNo. |  1-9+ 
ABS 
@ 1591LFLBK 3.3" 2.2” 1.56" Blac 18C3305 6.23 
@ 1591MFLBK 33" 22 Blac 18C3344 5.65 
@ 1591SFLBK 43° 3.2" 1.76" Black 18C3351 9.47 
@ 1591BFLBK 44" 2.4" 1.26" Black 18C3314 6.23 
@ 1591CFLBK 47” 2.6” 1.6" Blac 18C3317 7.52 
@ 1591TFLBK 47” 3.2" 2.36" Black 18C3354 10.43 
@ 1591VFLBK 47 47 ar Black 232583 14.22 
@ 1591DFLBK 59" 3.2" 2 Black 18C3319 10.07 
@ 1591HFLBK 65" 2.8” 1.16" Blac 277923 9.47 
@ 1591EFLBK 75° 43° 24° Blac 18C3338 13.02 
PIM_59688 
HAND-HELD CASES HAMMOND 
MANUFACTURING. 


H 
Version B A~w =/ 


a) Aa ; 
4 yy 
ay io SS i 


Version A Version C 


1593 series general-purpose ABS plastic cases available in black or gray. Feature self-tapping screws, lap-joint 
design and a recess for membrane. 

Version A : No battery compartment, open at both ends. 

Version B: No battery compartment, closed at both ends. 

Version C: Battery compartment, open front, closed rear. 


Price Each 
Mfg. Part No. Height Width Depth Color StockNo. | 1-9% 

ABS 

@ 1593QGY 1.4" 2.6" 44° Grey 24B7906 5.83 
@ 1593JGY 26° 2.6" 11" Grey 9560644 = 

@ 1593KGY 2.6" 2.6” 1.1” Grey 2487900 4.07 
@ 1593KBK 2.6" 2.6” 1.1" Black 24B7899 4.07 
@ 1593JBK 2.6" 2.6" 14" Black 95B0645 3.67 
@ 1593SBK 3.6" 2.6" 0.83" Black 83F8767 4.78 
@ 1593SGY 36" 2.6” 0.83” Grey 83F8768 478 
@ 1593PBK 38" 2.6" 11” Black 24B7902 517 
@ 1593PGY 3.6" 2.6" 11" Grey 24B7903 5.17 
@ 1593LBK 3.6" 2.6" 11" Black 50H6374 521 
@ 1593LGY 36" 2.6” 1.1" Grey 50H6375 521 
@ 1593NGY 43° 29° . Grey 98H0403 5.33 
@ 1593TGY 44° 2.6" 0.83" Grey 83F8770 547 
@ 1593TBK 44 2.6” 0.83" Black 83F8769 5.47 
@ 15930BK 44 2.6” 14" Black 24B7905 553 
@ 1593DBK 45" 1.4" t Black 8409920 5.52 
@ 1593DGY 45° 1.4" Grey 84C9921 5.52 
@ 1593YGY 55" 2.6” 1.4" Grey 95B0647 6.69 

> CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NON-METALLIC ENCLOSURES 


HAND-HELD CASES (CONT.) HEAVY-DUTY (FRABS) PLASTIC BOXES (CONT.) 
Price Each Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
ABS Plastic 
@ 1593XGY 5.5” 2.6" 1.1” Grey 95B0649 6.69 @ 1594ASGY 22" 22" 1.57" Grey 97F9372 6.53 
@ 1593YBK 5.5” 2.6" 1.4" Black 95B0648 6.69 @ 1594BSGY 3.2” 2.2” 1.57” Grey 97F9373 6.87 
@ 1593XBK 5.5” 2.6" 1.1" Black 95B0652 6.69 @ 1594ESBK 6.6" 4.2" 24" Black 41N8457 5.66 
PIM_13040 @ 1594ESGY 6.6" 4.2" 2.57" Grey 97F9376 9.83 
PIM_6986 


HIGH-IMPACT (FRABS) PLASTIC HAND-HELD CASES HAMMOND 
APA senieeitew. yyy pLastic BOXES Spier peter 


Compliant MANUFACTURING... 
| f y Available 
4 . 
Compliant 
~~ Available 
aan p » —¥ 


Hand-Held Case : | Pe 
Pocket Clip & dl, J 
Molded in flame-retardant, high-impact ABS (FRABS) plastic, meets UL94V-0. Includes integral brass inserts til 
and machine screws (M3 head) providing extra strength for repeated assembly and disassembly. Recessed Non-Flanged Lid - 
top panel is ideal for membrane display; lap joint construction provides protection against dust and liquid. Flanged Lid (1551X F Xxx) 
Extra-deep top and ultra-shallow base designed to enhance aesthetics and improve flexibility as a “hand-held” Mfg. part no. 1551 mini-boxes are molded from economical ABS plastic, featuring satin-textured finish, 2 PC 
instrument. Twelve PCB bosses (six in both top and bottom) and vertical mounting slots (used with optional board standoffs molded into interior, lap joint lid construction and assembled with 2 self-tapping Phillips screws. 
battery compartment dividers) are molded in. Order battery dividers and belt clips separately; go online or call. Price Each 
HIGH-IMPACT GENERAL PURPOSE ABS HAND-HELD CASES . ; L_———_——_. 
Same features as above except molded-in gray general purpose ABS plastic with self-tapping #4 x 1/2 flathead Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
screws. Perfect where economy is important and where repetitive assembly and disassembly is not vital. ABS 
Available in gray only. Order battery dividers and belt clips separately; go online or call. @ 1551NBK 1.38” 1.38" 0.59" Black 53K7862 218 
Includes 2 nylon screws and mounting template. - - - - 
Price Each @ 1551NGY 1.38” 1.38” 0.59" Grey 53K7865 2.18 
tice Eacl = = i 
Mfg. Part No. Height | Width | Depth | Color | Stock No. 1-9 Ss1SoINEEBK oe ree ue Bark SSKZBES ails 
ABS @ 1551NFLGY 1.38" 1.38 0.59" Grey 53K7864 2.18 
© 1599BBK 5.12" 2.56 F Black 96F6731 8.73 SilolMEK : — _ — — ——— eee 
© 1509EGY rr 3.35" ki Grey 96F6735 | 10.09 eds ab il -_ - = 
© 1599EBK 6r 3.35" iE Black | _96F6734__| 40.09 ae — — —- — ~~ ae 
© 1599HBK 5.66" 433" i73| Black | 96F6737__| 12.36 SAASSIMEEGY ~ — oe eee 
© 1599HGY 8.66" 433" 173" Grey 96re738 | 12.36 O 155108 = = sae — agen ae) 
@ 1599KBK 8.66" 5.5" 1.6" Black 1701245 13.23 =e 16 Te ae 5 = FARVERG sal 
@ 1599KGY 8.66" 55° 168 Grey 1801955 15.25 esp | 8" Black ee 
Plastic @ 1551PGY 1.6" 1.6" 0.79" Grey 53K7869 2.35 
@ 1599ESGY or 3.35" ky Grey 96F6736 7.45 erik | S| | | EEE eee — _ — ~- oo eS 
@ 1599HSGY 8.66" 433" 173" Grey 96F6739 8.61 S:1S51EGY : : ey ai 
Accessories @ 1551GGY 1.97" 1.38" 0.79" Grey 83F8733 = 
5 @ 1551GBK 1.97" 1.38" 0.79" Black 83F8732 247 
[esos Each 1.97” 1.97" 0.59” Black 53K7878 
Mfg. Part No. Type Stock No. 1-1-9+ @ 1551S8K — —_ — id 25 
© 1599CLIP Belt/ Pocket Clip 97F9367 311 © 1551SGY nee 1.97 ud Grey ook7oet 2.51 
@ 1599CLIPGY Belt / Pocket Clip 98B0374 311 © 1S51RBK 1.97 1.97 0.79 Black 53K7874 2.57 
eee ee ee See @ 1551RGY 1.97" 1.97" 0.79" Grey 53K7877 2.57 
no © 1551JBK 236" 1.38" 059° Black 53K7851 263 
@ 1551JGY 2.36" 1.38" 0.59" Grey 52K2685 2.63 
HEAVY-DUTY (FRABS) PLASTIC BOXES MAN anaes @ 1551HGY 2.36" 1.38" 0.79" Grey 83F8737 274 
@ Matte textured, thermoplastic/flame retardant high-impact ABS (FRABS) for ' @ 1551HBK 2.36" 1.38” 0.79" Black 83F8736 274 
easy punching and drilling — — — - 
© Also available in economical plastic @ 1551KBK 3.15 1.58 0.79 Black 83F8740 2.87 
© UL94V-0 Flammability rating at 1.77mm with Geptinpiat @ 1551LBK 3.15" 1.6" 0.59” Black 53K7854 2.78 
60°C continuous temperature ‘Available re ee ee ee er et 
© countersunk lid val @ 1551LGY ae ee el Grey 53K7857 2.78 
@ Threaded brass inserts with M3 x 0.5 x 18mm @ 1551KGY 3.18 1.6 0.79 Grey 83F8741 2.87 
philips machine screws ABS, Flanged 
@ Average wall thickness: 0.124” = > 7 7 
@ Ideal for frequent opening/closing @ 1551FFLBK oe. Ls: i Black 53K7848 2.43 
Removable PC card guides and watertight versions @ 1551GFLGY 0.79 1.38 1.97 Grey 61K2254 2.47 
also available; go online or call. @ 1551GFLBK 0.79” 1.38” 1.97" Black 61K2253 An 
@ 1551HFLBK 0.79" 1.38” 2.36" Black 61K2255 2.74 
Price Each @ 1551KFLBK 0.79” 1.58” 3.15" Black 98K5866 3.43 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ @ 1551KFLGY 0.79” 1.6" 3.15” Grey 61K2258 2.87 
ABS @ 1551FFLGY 1.38” 1.38” 0.59" Grey 53K7849 2.43 
@ 1594CSGY 1.77" 2.6" 4.13" Grey 97F9374 Hebe) @ 1551RFLBK 1.97” 1.97” 0.79" Black 53K7875 2.57 
@ 1594DSGY 2.17" 2.6" 5.16” Grey 97F9375 8.04 @ 1551JFLBK 2.36" 1.38” 0.59" Black 53K7852 2.63 
@ 1594ABK 2.2” 2.2” 1.57" Black 90F8222 9.74 @ 1551LFLBK 3.16” 1.6" 0.59" Black 53K7855 2.78 
@ 1594BBK 3.2” 2.2" 1.57" Black 90F8224 10.19 @ 1551LFLGY 3.15” 1.6" 0.59" Grey 53K7856 2.78 
@ 1594BGY 3.2" 2.2" 1.57” Grey 96F4818 10.19 PIM_34480 
@ 1594CBK 44" 2.6" 1.77 Black 90F8226 7.00 
@ 1594DGY 5.2" 2.6" 2477 Grey 96F4820 14.89 
@ 1594DBK 5.2" 2.6" Ag? Black 90F8228 14.89 
@ 1594EGY 6.6” 42" 2.6" Grey 96F4821 17.30 
@ 1504EBK 6.6” 42" 2.6" Black 90F8230 17.30 
> CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


HAMMOND 
MANUFACTURING... 


bb’ 


PLASTIC (FRABS) INSTRUMENT CASES WITH 
retell PANEL 


@ Matte textured, thermoplastic flame-retardant ABS (FRABS) for easy 
punching and drilling 

@ UL94V-0 flammability rating at 1.77mm and 60°C 
continuous temperature 

@ 2-piece tongue-and-groove construction with 
0.64” thick brushed aluminum panels at front 
and rear 

® Molded-in PC board mounts on eurocard centers 

@ Threaded brass inserts with M3 x 0.5 x 10mm 
machine screws 

© |deal for repetitive assembly and disassembly 


RoHS 
Compliant 
Available 


Price Each 
Mfg. Part No. Height Width Depth Color StockNo. |  1-9+ 
ABS 
@ 1598BGY 5.28" 5.31" 1.96" Grey 95F2653 14.70 
@ 1598BBK 5.28" 5.31" 1.96" Black 87F2515 14.70 
@ 1598ABK 6.18" 37" 1.42" Black 87F2513 12.69 
@ 1598EBK 6.3" 63" 3.38" Black 90F8212 19.42 
@ 1598BBBK 7.05" 6.06" 1.42" Black 24B7989 14.89 
@ 1598CBK 7.09" 6.1 2.04” Black 87F2517 16.35 
@ 1598DBK 7.09" 8.11” 2.52” Black 87F2519 20.11 
@ 1598FBK 9.84" 6.3" 1.58" Black 90F8214 21.45 
@ 1598GBK 9.84" 6.3" 3" Black 90F8216 23.09 
@ 1598HBK 11.02" 7.87" 1.58" Black 90F8218 25.52 
@ 1598JBK 11.02" 7.87" ey Black 90F8220 28.61 
PIM_6983 
INSTRURENT ENCLOSURES LTSCTBRIE 


@ Designed to house PC boards for instrument use 

@ Molded in light gray general purpose ABS plastic (flammability rating of 
UL94 HB) 

@ Two-part clam shell construction with bottom 
halves having molded-in PC board standoffs 

@ Front and rear panels are interchangeable and 
removable for modifications 

@ “Tongue and groove” construction provides 
protection against dust & water 

@ Designed to meet IP43 

@ Threaded integral brass bushings (for repetitive assembly and disassembly) 


RoHS _ 
* Compliant 
\ Available 


(P43 


All units are secured with M3 Philips machine screws except mfg. part nos. RM2015S and RM2055S which 
use self-tapping Philips screws. Larger enclosures also include PC board standoffs on the top half (four short 
MS screws included). 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


NON-METALLIC ENCLOSURES 


1551USB SERIES MINIATURE PLASTIC USB HAMMOND 
bah eke esos MANUFACTURING» 

@ Ideally suited for Dongles and/or mounting small printed circuit boards LY 

with USB connectors 
© Molded in ABS plastic (material has a UL94-HB rating) 
© Choice of three (3) lengths in five (5) colors black (RAL 

9011), grey (RAL 7035), translucent clear, translucent 

smoke and translucent red 4 
© Satin texture finish i 7 
© Cover is recessed for easy label installation fi 
© Complete with lid and two self tapping screws (plated q 

for grey & clear, black for all other colors) 
© Two (2) or four (4) P.C. board standoffs molded into 

interior depending on enclosure size 
© Designed to meet IP54 
© USB connector is not included 

Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 

ABS 
@ 1551USB1BK 0.61” 0.79" 1.38” Black 82Y9611 0.45 
@ 1551USB1CLR 0.61" 0.79" 1.38" Transparent 82Y9612 2.74 
@ 1551USB1GY 0.61” 0.79" 1.38" Grey 82Y9613 247 
@ 1551USB2BK 0.61” 0.98" 1.97" Black 82Y9614 2.74 
@ 1551USB2CLR 0.61” 0.98" 1.97" Transparent 82Y9615 3.03 
@ 1551USB2GY 0.61” 0.98" 1.97" Grey 82Y9616 2.74 
@ 1551USB3BK 0.61” 1.18” 2.56" Black 82Y9617 3.03 
@ 1551USB3CLR 0.61” 1.18” 2.56" Transparent 82Y9618 3.28 
@ 1551USB3GY 0.61” 1.18” 2.56" Grey 82Y9619 3.03 


PIM_5578619 


ZONEX™ NON-METALLIC TERMINAL ENCLOSURE 


Terminal Enclosure 


Breather Drain (Accessory) 


x 
(Wes 


© Compression-molded, high-impact strength, © Durable and reusable, internal M4 or M6 stainless 
Price Each fiberglass body and cover steel inserts for DIN- and Panel-mounting 
=| a ae a | Stock No. [TESTE * fad (Straight ade, Pilps and Ton dive) M4 or © Increased Seey: Exe appeaons 
ABS M6 stainless steel Type 316 screws ® Molded material: smooth, low-gloss, black finish 
@ RM2015S 5.12" 3.94” 1.18" Grey 04N9913 Byiey © Retained, continuous, high-temperature silicon © Cover screws: matte stainless steel finish 
@ RM2055M 7.46 551 197 Grey 04N9915 11.40 oda a labyrinth seal between cover : Eee pee 4, 4X, 12 
PRM Z0SaL. i oo! 26 Grey CE 13.75 ZONEX Non-Metallic Terminal Enclosure is ideal for field terminations in hazardous locations. The enclosure 
@ RM2095S 9.84" 7.09" 1.97" Grey 04N9919 16.38 meets national and international standards and certifications. It can be used to protect equipment and 
@ RM2095M 9.84” 7.09” 2.95" Grey 04N9918 16.79 terminations from corrosive contaminants while meeting rigorous demands. 
@ RM2095L 9.84" 7.09" 3.94” Grey 04N9917 17.82 Price Each 
PIM_116678 Mfg. Part No. Height Width Depth Color Stock No. 1-9+ 
Fibreglass 
GENERAL PURPOSE ABS INSTRUMENT CASES HAMMOND eS aio |S TS eee 
WITH PLASTIC PANEL MANUFACTURING... @ EXE807575 3.15 2.95) 2.95' Black 26X9687 119.04 
LL’ @ EXE1107555 4.33” 2.95" 2.17" Black 26X9670 133.20 
@ EXE1107575 4.33” 2.95" 2.95" Black 26X9671 148.80 
Geptinpian @ EXE12212090 48" 4.72" 3.54” Black 26X9672 207.60 
Avaliable" @ EXE1607555 6.3" 2.95" 247" Black |  26x9674 | 159.60 
Mfg. part no. 1598 general purpose ABS enclosures are molded with the same features as the plastic (ABS) SEMI = = a = aS eB, 
Wersans except in rate Sue general purpose ABS plastic. Units are assembled with selHiepning screws, @ EXE16016090 6.3" 6.3" 3.54" Black 26X9673 229.20 
perfect where economy is important and where repetitive assembly and disassembly are not vital. Color: Gray @ EXE1907555 7.48" 2.95" 2.17" Black 26X9676 182.40 
with black plastic end panels. @ EXE1907575 7.48" 2.95" 2.95" Black 26x9677_| 195.60 
Price Each @ EXE22012090 8.66" 4.72" 3.54" Black 26X9678 218.40 
Mfg. Part No. Height__| Width Depth Color__| Stock No. 1-94 @ EXE255250120 10.04" 9.84" 4.72" Black 26X9679 307.44 
ABS @ EXE26016090 10.24” 6.3" 3.54" Black 26X9680 242.40 
@ 1598BSGYPBK 2.01" 5,32" 5.29” Grey 01F2245 10.47 @ EXE36016090 44.17" 6.3” 3.54” Black 26X9681 255.60 
© 1598ASGYPBK 6.18" 3.7" 1.42" Grey Oik2282 9.32 @ EXE400250120 15.75" 9.84" 412" Blac 26x9682 | 376.98 
@ 1598ESGYPBK = 2 3.36” | Grey __|RIOUR 2225 aa IEG © EXE400405120 1575" | 1594" | 472" | Black |  26x9683 | 448.96 
@ 159808GYPBK giao Ba" | 252" | Grey ROIR22S 7a aa (@ EXE400405165 1575 | 150" | 65" Black | 26x9684 | 536.80 
@ 1598FSGYPBK ad _ 1.66" Grey t2249 es aE © EXE56016090 22.05" 6a" 3.54 | Blac 26x9685 | 278.40 
@ 1598GSGYPBK 9.84” 6.3" KY Grey 01F2250 16.76 Accessory 
@ 1598HSGYPBK 11.02" 7.87" 1.58” Grey 83F8771 16.76 Price Each 
@ 1598JSGYPBK 11.02" 7.87" 3 Grey 01F2252 17.74 Mfg. Part No. Type Stock No. [ 4-1-9+ 
PIM_34679 @ EXEBDM20SS6 Ex e Breather Drain, M20 Thread 26X9668 104.76 
@ EXEBDM25SS6 Ex e Breather Drain, M25 Thread 26X9669 141.60 
PIM_212902 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
NON-METALLIC ENCLOSURES 


EXTREME RX-SERIES CASES SERPAC PLASTIC UTILITY BOX (2) 
ee © Snap fit cover with the base of design for easy multicomp 
Sei assembly 
Gee sinpiat @ Flanged base with mounting holes for easy wall RoHS | 
Available mounting compan 
© Cable outlet are designed in the cover, easily use Vy) as 
the cutter to open ‘dj 
@ Durable UL94-V0 rating of ABS or polycarbonate J e@ 
are available upon request; go online or call f 
© Four different color selections available; go 
Features: © Automatic pressure purge system online or call 
@ Flame retardant @ Molded-in padlock holes (fits standard size Ideally designed 
© Molded PVC plastic Masterlock®) for small printed circuit board use or used as potting box. 
Optional multilayer protective cubed matrix Accuform Foam. Available with latches with keyed chrome metal Price Each 
locks or plastic non-corrosive locks. Available easy-to-install panel kits supplied with o-rings and screws. Fi : “35, 
Custom machining available; go online or call . Available in black only. Mfg. Part No. Height Width Depth Color Stock No. 1-244 
Price Each ABS - - 7 - 
Mig. Part No. Height Width Depth Stock No. 1-94 @ mcoo9e20 Dee ee 30Y8575 0.72 
@ SE120, BK 39" 75" 87" 24K4734 29.93 @ mco00922 0.669’ 1.984 2.756 Whi le 308577 = 
@ SE300, BK 487° 9.85" 10.8" 24K4742 44.09 @ Mc000926 0.807 2.78 4.134 Wn le 308581 = 
© SE720, BK 7.48" 15.53" 19.75" 24K4770 127.84 © mco00s19 0.866 a as a SUE: 0.72 
With Accuform Foam @ MCc000929 825" alist 3.15 : ui le 30Y8584 1.12 
@ SE120F, BK 39" 75 BT 24K4738 28.83 @ mco00921 1.063 1.984 1.969 White 30Y8576 3.49 
@ SE300F, BK 4.87" 9.85" 10.8" 24K4746 49.82 @ MC000933 1.063 1.984 1.969 ace 30Y8588 0.39 
@ SE710F, BK 5.41" 15.53” 19.75" 24K4766 113.19 @ MC000925 1.083 1.795 3.543 al le 30Y8580 3.63 
@ SE720F, BK 748" 1553" 19.75" 24K4778 161.20 @ MC000923 1.161 1.984 2.756 White 308578 — 
PIM_ 84549 @ MC000935 1.161” 1.984” 2.756” Red 30Y8590 4.12 
2 @ MC000927 1.398” 2.78" 4.134" White 30Y8582 1.53 
@ mco00924 1.654" 1.984” 2.756" White 308579 4.14 
DIN-RAIL MODULE BOXES © ; 7 7 , 
Material: multicomp @ MC000930 1.713 3.173 3.15 White 30Y8585 =_ 
© High impact Polycarbonate/ABS UL94-V0, grey @ MC000942 1.713" 3.173" 3.15" Red 308597 157 
Features: - @ MCc000928 1.988" 2.78" 4.134" White 30Y8583 = 
@ DIN rail module boxes supplied in a range of 5 » 7 7 7 
different sizes (2M ,3M, 4M ,6M & 9M) SMCOUG ae at ant ie SOYESS ous 
@ Designed to incorporate DIN EN60715 Rail PIM_5465434 


@ Easy assembly snap fit construction 
© Snap fit terminal covers available in either trans- 


parent or IR Red Polycarbonate UL94-V0 ri RAIL STANDARD HEIGHT MODULE BOXES 
@ Available with snap fit grey guards © Snap fit modular design for ease of assembly and custom kitting CA DENBOSS 
© Base fits 35mm DIN rail or directly to flat surface EEEGEROMIES S-ENETOSURES 
@ Moulded in light grey UL94-V0 flame retardant A tant 
7 polycarbonate | Availabl 
: ; | Price Each © Carries up to 3 PCBs horizontally or 2 vertically — 
Mfg. Part No. Height Width Depth Color Stock No. 1-24+ @ Snap fit terminal cover options for IP20 finger 
ABS, Polycarbonate ase saile} iat ’ 
9 " 7 © Snap in covers available in grey, clear, transpar- 
@Mco001141 al 08 ie Grey 84Y6304 4.69 ent red and smoked: go online or call i f 
@ MC001142 2.26 3.55) 21 Grey 846305 5.71 © Standard enclosure consists of base, top and War = : ; 
@ MC001143 2.26" 3.55” 2.8" Grey 84Y6306 6.94 ok clips er iat ee ae 
"I 7 " © Open top as standard, solid top, vented an \ 
@ MC001144 2.26 3.55 4.18 Grey 846307 1.08 extended wall options available a 4 
@ MC001145 2.26” 3.55” 6.28" Grey 846308 10.18 © Covers and terminal guards ordered separately 
and can be supplied in kits 
IMLS (22625 @ Easily customised covers and terminal guards 
© Enclosed base offers isolation from DIN rail 
© Front panel ideal for screen printing and recessed solid top for labels and membranes 
PLASTIC UTILITY ENCLOSURES < . agus @ © Other colours and EMC shielding available: go online or call 
© Space of the recessed area are designed for 4.3”,5.7".7.0°.84"& [WRU ticomp : 
10.4” LCD module or touch screen use Price Each 
© Lid & base incorporate a tongue and groove Esty fart Mfg. Part No. Height Width Depth Color Stock No. 1-49+ 
sealing design 
© EPDM gasket can be ordered and installed to Avalet Polycarbonate 7 = : 
meet IP65 rating of waterproof and dust @ CMEB 3.543 0.689 2.323 Grey 76R0164 = 
@ Recommended working temperature : -20°C Polycarbonate, Kits — Open Top 
to 80°C 7 " 7 
© Puton rubber feet are included @ CNMB/1/KIT _ _ ac Grey 76R0168 7.24 
Ideally designed for portable, desktop or wall © CNMB/2/KIT 3.543 1417 2.283 Grey 76R0185 7.15 
mounted electronic application. @ CNMB/3/KIT 3.543” 2.087" 2.283” Grey 76R0196 9.39 
Price Each @ CNMB/4/KIT 3.543” 2.795” 2.283" Grey 76R0207 10.34 
Mfg. Part No. Height Width Depth Color Stock No. 1-24+ @ CNMB/S/KIT 3.543” 3.465” 2.283” Grey 76R0218 dal als 
@ MC000915 x A se 3 308570 0.38 @ CNMB/6/KIT 3.543" 4.173" 2.283" Grey 76R0226 13.99 
@ MC000918 si sia a e 308573 0.47 @ CNMB/9/KIT 3.543” 6.26" 2.283" Grey 76R0234 16.55 
ABS @ CNMB/12/KIT 3.543” 8.346” 2.283" Grey 76R0179 40.95 
@ Mc000904 1.181" 3.937” 5.512" Black 30Y8559 2.50 Polycarbonate, Kits — Vented Sides 
@ MC000909 1.181" 3.937” 5.512” White 308564 2.60 @ CNMB/4V/KIT 3.543" 2.795" 2.283" Grey 76R0215 11.14 
@ MC000905 1.181" 5.906” 7.48” Black 30Y8560 4.57 Polycarbonate, Open Top Boxes 
@ MC000910 1.181" 5.906” 7.48" White 308565 5.25 @ CNMB/2/2 3.543” 1.417" 2.283” Grey 76R0191 = 
@ Mco000911 1.181" 6.358" 8.701” White 30Y8566 5.08 @ CNMB/3/2 3.543” 2.087” 2.283" Grey 76R0202 6.54 
@ MC000908 1.181" 9.134” 12.677” Black 30Y8563 29.80 @ CNMB/4/2 3.543” 2.795" 2.283" Grey 76R0213 = 
@ MC000913 1.181" 9.134” 12.677" White 30Y8568 29.83 @ CNMB/5/2 3.543” 3.465” 2.283" Grey 76R0224 = 
PIM_5465433 @ CNMB/6/2 3.543” 4.173” 2.283" Grey 76R0229 7.04 
@ CNMB/9/2 3.543” 6.26” 2.283" Grey 76R0237 8.88 
@ CNMB/12/2 3.543” 8.346" 2.283” Grey 76R0182 13.45 
Polycarbonate, Solid Top Boxes 
@ CNMB/1ST/2 3.543” 0.689" 2.283" Grey 76R0175 4.59 
@ CNMB/2ST/2 3.543” 1.417" 2.283" Grey 76R0192 5.75 
@ CNMB/3ST/2 3.543” 2.087" 2.283” Grey 76R0203 1.24 
@ CNMB/4ST/2 3.543” 2.795" 2.283” Grey 76R0214 = 
> CONTINUED > 
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NON-METALLIC ENCLOSURES 


DIN RAIL STANDARD HEIGHT MODULE BOXES (CONT.) 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


CNMB SERIES DIN RAIL STANDARD HEIGHT MODULE BOXES (CONT.) 


Price Each Price Each 
Mfg. Part No. Height Width | Depth | Color StockNo. | 1-49+ Mfg. Part No. Height Width | Depth | Color StockNo. |  1-9+ 
Polycarbonate, Solid Top Boxes Polycarbonate, Open Top Boxes 
@ CNMB/6ST/2 3.543” 4.173" Grey 76R0230 —_ @ CNMB/6/2 3.543” 4.173" 2.283” Grey 76R0229 7.04 
@ CNMB/9ST/2 3.543” 6.26” Grey 76R0238 _ @ CNMB/9/2 3.543” 6.26” 2.283" Grey 76R0237 8.88 
Polycarbonate, Vented Sides Boxes @ CNMB/12/2 3.543” 8.346" 2.283" Grey 76R0182 13.45 
@ CNMB/6V/2 3.543” 4.173" 2.283" Grey 76R0232 _ Polycarbonate, Solid Top Boxes 
@ CNMB/9V/2 3.543” 6.26” | 2.283" | Grey 76R0240 12.05 @ CNMB/1ST/2 3.543” 0.689" 2.283" Grey 76R0175 4.59 
Polycarbonate, Walls Extended Boxes @ CNMB/2ST/2 3.543” 1.417" 2.283” Grey 76R0192 5.75 
@ CNMB/2W/2 3.543” 1.417" 2.283" Grey 76R0195 4.88 @ CNMB/3ST/2 3.543” 2.087” 2.283" Grey 76R0203 1.24 
@ CNMB/3W/2 3.543” 2.087" 2.283" Grey 76R0206 — @ CNMB/4ST/2 3.543” 2.795" 2.283" Grey 76R0214 = 
@ CNMB/4W/2 3.543” 2.795” 2.283" Grey 76R0217 I @ CNMB/6ST/2 3.543” 4.173" 2.283" Grey 76R0230 = 
@ CNMB/6W/2 3.543” 4.173" 2.283" Grey 76R0233 — @ CNMB/9ST/2 3.543” 6.26” 2.283" Grey 76R0238 = 
@ CNMB/9W/2 3.543" 6.26” 2.283" Grey 76R0241 = Polycarbonate, Vented Sides Boxes 
Price Each @ CNMB/6V/2 3.543” 4.173” 2.283" Grey 76R0232 
Mfg. Part No. Type Stock No. 4-1-99+ @ CNMB/9V/2 3.543” 6.26" 2.283" Grey 76R0240 
@ CNMB/2/PG Standard Cover, Size 2, Grey 76R0187 1.43 Polycarbonate, Walls Extended Boxes 
@ CNMBI3/PC Standard Cover, Size 3, Clear 76R0197 1.88 @ CNMB/2W/2 3,549" 1417" |__ 2.283" Grey 76R0195 4.88 
@ CNMBI/3/PG Standard Cover, Size 3, Grey 76R0198 1.58 @ CNMBI3W/2 3.543" 2.087" 2.283" Grey 76R0206 = 
@ CNMB/4/PC Standard Cover, Size 4, Clear 76R0208 2.10 © CNMBIAWI2 3.543" | 2.795" | 2.283" Grey 76R0217 _ 
@ CNMBI/4PG Standard Cover, Size 4, Grey 76R0209 hal © CNMBI6W/2 3.543" 4.173" 2.283" Grey 76R0233 = 
@ CNMB/SIPG Standard Cover, Size 5, Grey 76R0220 1.69 © CNMB/9W/2 3.543" 8.26" 2.283" Grey T6R0241 = 
@ CNMB/6/PC Standard Cover, Size 6, Clear 76R0227 2.54 Price Each 
@ CNMB/6/PG Standard Cover, Size 6,Grey 76R0228 1.94 Mfg. Part No. Type Stock No. 1-1-99+ 
@ CNMB/9/PC Standard Cover, Size 9, Clear 76R0235 2.97 @ CNMB/2/PG Standard Cover, Size 2, Grey 76R0187 1.43 
@ CNMB/9/PG Standard Cover, Size 9, Grey 76R0236 2.42 @ CNMB/3/PC Standard Cover, Size 3, Clear 76R0197 1.88 
@ CNMB/2/TG508 Terminal Guard 76R0189 0.85 @ CNMB/3/PG Standard Cover, Size 3, Grey 76R0198 1.58 
@ CNMB/3/TGS Terminal Guard 76R0199 0.18 @ CNMB/4/PC Standard Cover, Size 4, Clear 76R0208 2.10 
@ CNMB/3/TG508 Terminal Guard 76R0200 0.85 @ CNMB/4/PG Standard Cover, Size 4, Grey 76R0209 1.71 
@ CNMB/3/TG508P Terminal Guard 76R0201 0.85 @ CNMB/S5/PG Standard Cover, Size 5, Grey 76R0220 1.69 
PIM_5465839 @ CNMB/6/PC Standard Cover, Size 6, Clear 76R0227 2.54 
@ CNMB/6/PG Standard Cover, Size 6,Grey 76R0228 1.94 
CNMB SERIES DIN RAIL STANDARD HEIGHT @ CNMB/9/PC Standard Cover, Size 9, Clear 76R0235 2.97 
MODULE BOXES CA//IDENBOSS @ CNMB/9/PG Standard Cover, Size 9, Grey 76R0236 2.42 
Sone eraser @ CNMB/2/TG508 Terminal Guard 76R0189 0.85 
, > a>... @ CNMB/3/TGS Terminal Guard 76R0199 0.18 
4 j @ CNMB/3/TG508 Terminal Guard 76R0200 0.85 
) @ CNMB/3/TG508P Terminal Guard 76R0201 0.85 
_ PIM_5573669 
Se | 
CNMB/2/2 Open Top CNMB/4ST/2 Solid Top CNMB/9VI2 Vented Sides CNMBIAW/2 Extended Wall Pibaelbecd Sd p aceite RES CA | (DEN BO S S 


RoHS ° 
Gee tinpiat @ Moulded in ABS, UL94-HB 
Available © Lid mounted by 4x fixing screws 
@ Highly resistant to most chemicals 
@ High rigidity and impact strength 


200 Series extensive range of ABS potting boxes 


» L 


N rd y 4 
Grey Standard Cover y 


are ideal for partial or complete potting of electrical 
i its. Supplied with lid. Sold in Pack 
CNMBI6IKIT Solid Terminal Guard ee iS. OUpplled with Il old In Packages 
© Snap-fit modular design for ease of assembly @ Enclosed base offers isolation from DIN rail Brcenen 
© Choice of open top, solid top, vented and extended + Snap-fit terminal covers for IP20 finger protection Pk p 
wall boxes available in grey or clear; order separately below ; . as 
© Boxes fit 35mm DIN rail or directly on flat surface © @ Terminal guards available in solid, perforated and Mfg. Part No. Height Width Depth Color Stock No. 1-49+ 
© Moulded in grey UL94-V0 flame retardant pre-drilled styles; order separately below ABS 
polycarbonate : © Standard Kits are also available; order separately @ RX2KLO5/S-5 0.63" 0.945" 7.920" Black 4071949 8.14 
© Can carry up to three PCBs horizontally and two below ~ ~ - 
vertically © Other sizes, styles, colors and kits are available; @ RX2KLO6/S-5 0.709 1.102 2.283 Black 4071950 8.54 
© Front panel ideal for screen printing logos etc. go online or call @ RX2007/S-5 0.787” 1.26” 1.811" Black 40T1954 12.94 
Standard Kit Contents: one base (open-top or vented), one grey solid cover and a selection of one solid and @ RX2008/S-5 0.906" 4.496" 2.126" Black 4071955 41.12 
two perforated terminal guards (6, 9 and 12 kits are supplied with additional size 3 terminal guards). @ RX2009/8-5 0.984" 1732" 252 Black 4071956 14.48 
|PriceEach =“ @ RX2010/8-5 1.102” 1.969" | 2.913" Black 4071957 15.90 
Mfg. Part No. Height Width Depth Color Stock No. 1-9+ Pi Bionstg 
Polycarbonate, Kits — Open Top z 
@ CNMB/1/KIT 3.543” 0.689" 2.283" Grey 76R0168 7.24 
Farrer agi | 11226 | Grey rr CLASSIC II PORTABLE ALUMINUM CABINETS 
@ CNMB/3/KI 3.543” 2.087” 2.283" Grey 76R0196 9.39 Portable, yet ideal for permanent installations. Frame = 
= = 7 constructed of 6063-T5 aluminum extrusions. Top, Sa j 
@ CNMB/4/KIT eld 2.795 2.289 Grey ER OZ07 10.34 bottom and side panels: 0.050” aluminum. Shipped Bud Industries, Inc. 
@ CNMB/S/KI 3.543” 3.465" 2.283" Grey 76R0218 11.13 assembled with two 16-gauge vertically adjustable Rolls fae 
@ CNMB/6KI 3.543” 4.173" 2.283" Grey 76R0226 13.99 soe entre as rails ise #1 mie J available 
" = 7 tapped holes on E.I.A spacing. Recessed brushed- 
© CNMBISIKIT 3.543 6.26 2.283 Grey EGRO2SS 16.55 chrome handles attached to steel flanges for 
@ CNMB/12/KIT 3.543” 8.346" 2.283" Grey 76R0179 40.95 extra support. Clear inside depth (panel-to-panel): 
Polycarbonate, Kits — Vented Sides 20.563”; overall depth: 21.43". Accept standard 19” 
> - rs panels; ordered separately, go online or call. Cabinet 
@ CNMB/AV/KIT 3.543) 2.795 2.283 Grey 76R0215 11.14 doors and modifications to enclosures available; go 
Polycarbonate, Open Top Boxes online or call. 
@ CNMB/2/2 3.543” 1.417” 2.283" Grey 76R0191 = 
@ CNMB/3/2 3.543” 2.087” 2.283" Grey 76R0202 6.54 
@ CNMB/4/2 3.543” 2.795" 2.283" Grey 76R0213 = 
@ CNMB/5/2 3.543” 3.465” 2.283" Grey 76R0224 = 
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CABINETS & RACKS 


CLASSIC II PORTABLE ALUMINUM CABINETS (CONT.) WALL-MOUNT CABINETS -- EMPEROR SERIES (CONT.) 
Price Each Price Each 
Mfg. Part No. Rack U Height Height Width Depth Stock No. 1-4+ Mfg. Part No. U Height Width Depth Stock No. 1-4+ 
Blue Black 
@ AGC-9274-RB 10 19.312" | 20.81" | 21.43° 06M4400 = @ WM-5601 12U 23.62 “ 15.75 “ 95M8565 352.64 
Grey @ WM-5611 12U 23.62 “ 21.65 “ 95M8567 399.68 
@ AGC-9271-GT 7 14.062" | 20.81" | 21.43° 06M4393 = @ WM-5614 19U 23.62 “ 21.65 “ 4078343 496.54 
@ AGC-9275-GT "1 21.062" | 20.81" | 21.43“ 06M4401 a @ WM-5616 27U 23.62 * 21.65 “ 95M8568 587.67 
@ AGC-9278-GT 14 26.312" | 20.81" | 21.43“ 06M4406 = PIM_112544 
PIM_7190 
VALULINE SERIES CABINETS 
Machine 
Thread Screw Price Each NN = Bud Industries, Inc. 
Mfg. Part No. Size Length Stock No. 1-9+ > oa Sees 
Steel, Zinc a ‘4 ’ 4 : Se rp 
@ 7346 #10-32 15.875mm 06M4902 0.23 rs Without Handles 
PIM_5511992 i , 
Casters With Handles 
: @ Sides: 0.09” aluminum @ Base, rear, and top: 0.05” aluminum 
Price per @ Front panel: 0.125” aluminum @ Handles: aluminum extrusions 
. Carrying eenkoe Include 2 detachable 11 gauge steel rack mount brackets and rubber feet. Adhesive-backed paper protects 
Mfg. Part No. Diameter Capacity Stock No. 1-5+ panels and provides surface for laying out position for drilling or punching. Shipped unassembled. Modifications 
@ RC-7758-PR 2.5mm 200 Ib 06M4777 36.01 available; go online or call. Bail, ordered separately below, is attached to specially designed front feet. In 
PIM 5511991 upright position tilts the cabinet and fits into clearance provided by feet when in retracted position. Necessary 
~ hardware included. 
Price Each 
ECONOCAB PORTABLE ENCLOSURES Mfg. PartNo. | RackUHeight | Height | Width | Depth | Stock No. 14+ 
Economy cabinets constructed of 18-gauge White 
welded steel. Stationary mounting rails accept 19” @ HC-14097 1 175° 17° 8" 52F6475 140.71 
wide panels; ordered separately, go online or call. [im Bud Industries; Ine: z z z = 
Include snap-in handles, feet, and panel-mounting RoHS @ NHC-14151 1 1.75 17 8 52F6474 115.82 
hardware. Clear inside depth: 14.5” (368.3). ro @ HC-14098 1 1.75“ 17" 13" 06M4715 | 157.39 
Overall width: 21.06" (535). Overall depth: 15.5” 4 z « « ry 
(393.7). Available in black or sand textured finish. | 4 pd : es a me 06M4736_| 119.60 
Modifications available; go online or call. @ HC-14099 2 3.5 17 8 06M4716 400.01 
@ NHC-14154 2 3.5* ae 8" 06M4738 104.24 
@ NHC-14155 2 3.5* Ag 13° 52F6482 134.08 
@ HC-14101 2 3.5“ 17“ 13“ 06M4718 194.67 
Price Ean @ HC-14102 3 §.25 “ 12.75“ 13“ 06M4719 200.23 
(a @ NHC-14156 3 5.25 “ Ai" 13" 06M4739 157.64 
Mfg. Part No. Rack U Height Height Width Depth Stock No. 1-4+ 
Back g g P @ HC-14103 3 5.25" 17° 13° 06M4720 200.69 
@ EC-9902-BT 4 906° | 2106" | 155° | 40Me153 | 23863 en er ; : - 7 - 5 - Baas peo 
© EC-9903-BT 5 fost" | 2106" | 155° | oomacgs | 243.17 Siig le - art a 210.63 
© £C-9904-BT 6 1256" | 2106" | 165° | 06M7262 | 249.39 Snes - oe er eee eee 
© EC.9905-BT 7 iaat | 2106" | 165° | 47M9926 | 184.06 SHei0s : seta te oer poe 
@ EC-9906-BT 8 16.06 “ 21.06 “ 15.5 “ 05M4103 270.40 daa - eee) 
Sand @ HC-14108 it 12.25 “ 17° 151" 06M4722 276.27 
@ EC-9902-S r 906" 71.06" 155° 06M4697 238.63 e Hela 14 14° 17" 15" 06M4723 291.26 
@ EC-9903-S 5 jot” | 2106" | 155° | 0eM4e99 | 243.17 Accessories : 
@ EC-9904-S 6 12.56 “ 21.06 “ 15.5 “ 95F6403 249.39 Mfa. Part N 1 Stock N cee 
@ EC-9905-S 7 14.31° | 21.06" | 155° | 06m4700 | 62.50 oe ype _ oN NS: iba 
@ EC-9906-S 8 16.06" 71.06" 155" 95F6408 SAG) @ BC-14215 Valuline Bail 98F1909 23.36 
Accessory PIM_7010 
Price Each 
Mfg. Part No. Type Stock No. 1-1-9+ RACK MOUNT CHASSIS 
© 295 Cage Nut 064898 0.77 @ 19” width, 0.125” thick mill finish aluminum front panel with “Surface Shield” protection 
- which provides surface for laying out drilling and = 
PIM_7191 punching positions Bud Industries, Inc. 
® 17.062” long, 0.090” thick aluminum side panels | > Baa RoHS 
3 with mounting holes punched on 0.875” grid for =| Sask cian 4 S x. 
Machine flexibility in mounting components ae Available 
Thread 5 Pricelesch @ Adjustable 17” long, 0.090” thick aluminum “Re 
rea crew ———— rear panel : 
Mfg. Part No. Size Length Stock No. 1-9+ : - i 
s Order internal chassis and chassis covers separately 
Steel, Zinc in tables below. Uses mfg. part no. AS-5002-A sliding mechanism and mfg. part no. BAS-5106 mounting 
@ 7346 #10-32 15.875mm 06M4902 0.23 brackets; ordered separately in tables below. Modifications available; go online or call. 
PIM_5511993 Rack- Internal Solid Top | Ventilated Slides Rear 
Mount Chassis or Top or (Pair) Mounting 
Chassis Bottom Bottom Bracket 
WALL-MOUNT CABINETS -- EMPEROR SERIES Cover Cover 
© Steel construction ; ; RM-14212 C-14242 H-9160-B | TBC-14252 TBC-14262 | AS-5002-A | MB-14273 
@ EIA 310 compliant for 19” mount equipment — RM-14213 C-14243 H-9111-B 


© Black textured powder finish 
Furnished completely assembled with tempered glass 
front door and removable sides. Includes two pairs of ## 
fully adjustable panel mounting rails in center section, 
one fixed pair of mounting rails in the rear section, one § 
ventilated shelf, and two fans installed in the top of 
the center section. Slots with readily removable covers 
are provided in the top and bottom of the rear section 
for easy cable installation. Sides are readily removable 
but come with key lock and with ventilation at top and 
bottom of cabinet. Four mounting slots provided in rear 
unit for rapid wall mounting. 


j,i RM-14214 | C-14244 | H-9112-B 

Geetinpian RM-14215 | C-14245 | H-9113-B 
Avaliable RM-14222 | C-14242 | H-9160-B | TBC-14253 | TBC-14263 

RM-14223 | C-14243 | H-9111-B 

RM-14224 | C-14244 | H-9112-B 


RM-14225 C-14245 H-9113-B 
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CABINETS & RACKS 
RACK MOUNT CHASSIS (CONT.) SMALL RACK MOUNT CHASSIS AND COVERS (CONT.) 
Price Each Price Each 
Mfg. Part No. Rack U Height Height Width Depth Stock No. 1-4+ Mfg. Part No. Rack U Height Height Width Depth Stock No. 1-4+ 
Unfinished Unfinished, (Natural Aluminum) 
@ RM-14212 3 5.25 “ 19° 17.19“ 06M4780 80.43 @ CH-14400 1 1.75 17“ 4* 05M4042 43.25 
@ RM-14222 3 5.25 “ 19° 22“ 3304158 90.58 @ CH-14401 1 1.75 “ 17" 8“ 06M4498 52:33 
@ RM-14213 4 7“ 19“ 17.19“ 06m4781 91.90 @ CH-14402 1 1.75" 17* 16“ 06M4499 76.45 
@ RM-14223 4 i 19" 22“ 06M4784 106.13 @ CH-14403 2 3.5“ Ae 8" 06M4500 73.75 
@ RM-14214 5 8.75 “ 19“ 17.19“ 06M4782 110.47 @ CH-14404 2 35° a 16“ 06M4501 94.66 
@ RM-14224 5 8.75 “ 19° 22" 06M4785 129.23 Accessories 
@ RM-14215 6 10.5“ 19° 17.19“ 06M4783 130.51 Price Each 
@ RM-14225 6 10.5“ 19" 22“ 3304161 154.02 Mfg. Part No. Type Stock No. 1-1-4+ 
PIM_7033 @ C-14442 Solid Chassis Cover - 17 x 16” (W x D) 05M4026 17.28 
@ C-14440 Solid Chassis Cover - 17 x 4” (Wx D) 06M4487 10.91 
Mounting Brackets @C-14441 Solid Chassis Cover - 17 x 8" (W x D) 06M4488 17.24 
Price Each @ C-14432 Ventilated Chassis Cover - 17 x 16” (W x D) 06M4486 34.88 
Mfg. Part No. Height Width Stock No. ee | @ C-14430 Ventilated alsa Cover - 17 x = (Wx D) 05M4025 12.95 
@ MB-14273 107.95mm 266.7mm 06M4732 33.66 @ C-14431 Ventilated Chassis Cover - 17 x 8” (W x D) 06M4485 21.83 
PIM_5511990 PIM_6874 
Panels SHOWCASE PORTABLE ENCLOSURES 
Price Each Ideal as a portable enclosure or desktop instrument Bilp 
Mfg. Part No. Height Width Stock No. oe case in systems or racks. Lightweight, yet sturdy. aa 


Top, sides, and bottom constructed of 0.050” 


Unfinished aluminum; front panel 0.090” aluminum. Rugged Hee i 
@ TBC-14252 0.437 “ 17.06 “ 05M4430 34.88 seed pele ie Hide bad ber viable 
2 a A << provide added strength. Flexible recessed handle 
@ TBC-14262 0.437 17.06 OCMa76 38.96 with ventilation slots beneath. Load from front or 
@ TBC-14253 0.437 “ 21.88 “ 05M4431 39.68 rear. Include front and rear panels and fold-away 


@ TBC-14263 0.437 * 21.88 “ 06M4877 41.92 bail. Enclosures available in black or royal blue 
textured finish with white frame. Modifications 


@ C-14242 4.281 * 16.812 * 06M4483 21.83 available, go online or call. 
@ C-14243 i 16.812 “ 054024 25.50 
@ C-14244 8.75 “ 16.812 “ 064484 29.17 
@ 0-14245 10.5" 16.812 05M6907 32.74 BB-1800-RB 
PIM_5511988 Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
2-Pc. Telescoping Ball-Bearing Slide Aluminium 
Pri @ BB-1800-B 6.438” 5.5” 11” Black 06M4456 208.34 
rice per 
. Pk y @ BB-1800-RB 6.438” 5.5” 11” Blue 06M4457 208.34 
Extended Carrying Cb - - - 
Mfg. Part No. Length Length Capacity Stock No. 1-2+ © BB-1801-B 6.438 8.313 i Black 06M4458 217.41 
@ AS-5002-A 20 “ 35 “ 92 Ib 06M4415 38.25 @ BB-1801-RB 6.438” 8.313” 11” Blue 10M5137 217.41 
PIM_5511989 @ BB-1802-B 8.188" 55" W Black 06M4459 221.34 
@ BB-1803-RB 8.188" 8.313" 1" Blue 94F4924 225.06 
RACK-MOUNT BOX @ BB-1803-B BAGS! 8.313 : ut Black 06M4460 225.06 
© Made of black ABS plastic with a UL9-HB flammability rating © BB-1804-B 8.188 11.063 "1 Black 93F676 245.51 
© Can be converted from a desktop configuration @ BB-1804-RB 8.188" 11.063” 11” Blue 06M4461 245.51 
: brctulcn i la Bud Industries, Inc. @ BB-1806-B 9.938” 8.313" 11" Black 93F679 236.79 
@ Fully ventilated side panels RoHS = = = 
© Internal electonics can be mounted in either a } Soper @ BB-1807-RB 9.938 8.313 18 Blue 93F681 253.67 
horizontal position or on the front and/or rear | Available @ BB-1807-B 9.938" 8.313" 15” Black 06M4462 253.67 
‘ Le gia , rare @ BB-1809-B 9.938" 11.063" 15" Black 06m4464 261.63 
pplications include: computer, audio, _ test, 7 7 7 
communications and medical equipment. © BB-1809-RB 9.938 11.063 18 Blue 06M4465 261.63 
Modifications available; go online or call. PIM_7184 
Price Each ——————————————————————————————— 
Mfg. Part No. Rack U Height Height Width Depth Stock No. 1-4+ ALUMINUM INSTRUMENT CASES 
Black soa 
- - - IA series instrument cases feature a strong and 
@ PRM-14460 1 1.75 19 8 7705310 33.86 stylish extruded aluminum body in an earth tone 
@ PRM-14462 2 3.5“ 19° 8" 7705311 43.96 finish with light brown plastic front and rear bezels. Bud Industries, Inc. 
ry ra ry Removable front and rear natural aluminum panels RoHS _ 
@ PRM =18808 Ss 5.26 19 8 AGS 59.47 with protective plastic film allow easy machining with Osa 
PIM_72473 protection from scratches. Extruded internal grooves 


for horizontal mounting of circuit board, chassis, or 


panel. Contains anti-skid feet and an adjustable 
SMALL RACK MOUNT CHASSIS AND COVERS locking handle in a light gray plastic and anodized 
aluminum finish. 
Price Each 
Bud aan ne Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
Gop tinpian Aluminium 
Avaliable “@ 1A-6160 212" 8.27" | 1293" | Unfinished | 34M2358 | 118.22 
@ 1A-6161 2.72” 10.16” 12.93” Unfinished 34M2359 137.50 
@ 1A-6163 4.02" 10.16” 12.93" Unfinished 34M2361 177.68 
@ 1A-6162 4.92" 8.27" 12.93" Unfinished 34M2360 145.86 
Cover PIM_90495 


Chassis 


Mfg. part no. CH-14400 thru CH-14404 all-aluminum rack mount chassis available to fit standard 19” wide 
cabinets. Chassis will accept mfg. part no. AS-500X-A series sliding mechanisms; order separately in table 
below. Modifications available; go online or call. 
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PORTABLE CABINETS 


For use as desktop instrument cases, in systems or 
as portable enclosures. Accommodate accessory 
chassis or 0.063” thick PC boards. Top and bottom 
are 0.050" aluminum; front panel 0.090” aluminum. 
Removable top and bottom for access to dust-free 
interior. Carrying handle also a tilting bail. Royal blue 
textured body with white frame. Include 4 rubber 
feet. Modifications available, go online or call. 


Bud Industries, Inc. 


RoHS _ 
Compliant 
Available 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


CABINETS & RACKS 

COMPUCAB SERIES ENCLOSURES (CONT.) 
Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 

Aluminium 
@ SC-13100 5.34” 9.93” 8.68" Black 06M4820 75.74 
@ SC-13101 9.95” 13.93” 10.75” Black 06M4821 147.34 
PIM_7182 
KEYBOARD ENCLOSURES 


| Price Each_ House the most popular keyboards. Sturdy, 4 ||- 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ lightweight 0.090" aluminum base with gray textured 
Aluminium finish; 0.050” aluminum cover with smooth white Bud Industries, Inc. 
iz ir 7 finish. Include four scratch-resistant rubber feet. RoHS 
@ TR-6100 3.5 8.31 10.75 Blue 2586524 234.09 Mfg. part no. KB-13200 has two 0.50" knockouts in Geacinpian 
@ TR-6101 5.25” 8.31" 13.25" Blue 86F920 250.56 Tear; mfg. part nos. KB-13201 and KB-13202 have 
@ TR-6102 Tv 11.06” 13.25” Blue 52M8831 286.82 two 0.875” rear knockouts. Modifications available, 
Fy - 77 = go online or call. 
@ TR-6103 8 12 18.75 Blue 86F936 347.06 
PIM_7185 Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
PORTACAB ALUMINUM ENCLOSURES aluminium 
Farborch bk F 40.50 @ KB-13200 2.47" 7.22" 6.75" White 81F021 = 
or bench or portable use. Front panel recessed 0.50” 7 7 7 P 
and fits cabinet contour. Louvered sides. Welded back @ KB-13201 2.75 ieee L White o6m4727 SRE 
with opening. Reinforced, flexible handle recessed for Bud Industries, Inc. @ KB-13202 3° 17.47" 9" White 81F019 = 
stacking. Sturdy, lightweight 0.050” aluminum body. PIM 7070 


Metallic-grey finish. Include 4 plastic feet. Modifications 
available online. 


RoHS — 
Compliant 
Available 


my 


CHAMPION SERIES VENTILATED CABINETS 


Designed for maximum interior space. Top, bottom, front and 
rear panels constructed of 0.050” aluminum; ventilation slots 
on rear and bottom panels. Removable top and bottom for 
easy access to components. Eight self-threading screws for 
easy assembly. No exposed screws on front or rear panels. 
Top and bottom have black textured finish; front and rear are 


Bud Industries, Inc. 


RoHS 
Compliant 
Available 


Price Each smooth white. Four rubber feet included. Order chassis kit 
Mfg. Part No. Height Width Depth Color StockNo. | 1-4+ separately in table below. Modifications, as well as support 
— angles, are also available, go online or call. 
Aluminium 
@ WA-1540 8 6.12” 8° Grey 06M4884 98.23 
@ WA-1542 8" 10.12” 8" Grey 06M4886 115.46 
@ WA-1541 " 8.12" 12° Grey 06M4885 135.66 
@ WA-1543 11" 11.12" 18” Grey 06M4887 185.03 Price Each 
PIM_7186 Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
Aluminium 
SLOPE SERIES ENCLOSURES @ CS-11202-BT 4" 6" 6" Black 06M4508 96.34 
@ CS-11204-BT 4 9" 8" Black 87F1784 118.12 
B @ CS-11206-BT 4” 12” 8" Black 06M4509 124.85 
Bud Industries, Inc. @ CS-11208-BT 6” 9 8 Black 87F1786 132.60 
Gee tinpiat @ CS-11212-BT 6" 12° 10" Black 06M4511 145.25 
Available @ CS-11210-BT e 12” coe Black 06M4510 135.05 
@ CS-11214-BT 8° 9 8" Black 87F1789 141.47 
@ CS-11216-BT 8° 12” 10” Black 87F1790 159.12 
SC-12104 PIM_7069 


SC-12100 
Sleek, contemporary design for excellent visibility of panel-mounted components. Two-piece construction: 


0.090” aluminum base with black textured finish and 0.050" aluminum cover with smooth white finish. 20° front 
slope. Mfg. part no. SC-12100 has single centered knockout in rear; mfg. part no. SC-12101 has double 
knockout. Include four rubber feet. Modifications available; go online or call. 
Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 

Aluminium 

@ SC-12101 3.25” 11.93” 10” Black 06M4819 70.28 

@ SC-12100 4.25” 4.93" 5" Black 06M4818 46.92 
PIM_7181 


COMPUCAB SERIES ENCLOSURES 


= 


SC-13101 
Standard dual-slope enclosures with keyboard styling are ideal for a variety of instruments. 120° middle, 90° top 
and bottom front slopes. Sturdy 0.090" aluminum base and sides have black textured finish; 0.050" aluminum 
back panel and cover have smooth white finish. Maximum visibility, no exposed screws on front panel area. 
Knockouts in louvered rear panel. Four rubber feet included. Modifications available; go online or call. 
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Bud Industries, Inc. 


RoHS _ 
Compliant 
Available 


SC-13100 


1.800.463.9275 © newark.com 


FUTURA SERIES STEEL CABINETS 


Versatile housing for small equipment and 
instruments. Straight front vertical panel. One-piece, 
18-gauge steel top and sides. Sides fit into flanges 
on base. Chassis may be attached to base, front 
or rear panels. Removable sides and top for easy 
access to interior. Royal blue textured finish body 
and rear panel; white textured finish front panel. 
Include four rubber feet. Modifications available, go “~ 


Bud Industries, Inc. 


RoHS _ 
Compliant 
Available 


online or call. 
Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 
Steel 
@ MD-1960 T’ 13" 8" Blue 06M4733 92.11 
@ MD-1961 8° 14” 9” Blue 06M4734 109.40 
@ MD-1962 8° 16" 9” Blue 06M4735 119.14 
PIM_7071 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


CABINETS & RACKS 


@ Indicates RoHS Compliant | Find Datasheets Online 


SLOPING PANEL CABINETS SHADOW SERIES CABINETS (CONT.) 
@ SB-2142 95" Ate 11" Grey 91F894 130.92 
Bud Industries, Inc. PIM_7080 
os 
‘ompliant 
Available BUDRACK PROFESSIONAL SERIES CABINET RACKS 
© Steel construction 
© EIA310 compliant for 19” mount equipment 
- | @ Vented at top and bottom of sides Bud Industries, Inc. 
@ Black textured powder finish RoHS 
© Promir Fara © Comes fully assembled in a wooden crate to eliminate Osan 
Copying one retted freight damage Available 
Chassis : é 
Sloping Panel Cabinet Furnished complete with venti! lated tempered glass front door, 
@ Removable front panel © (8) #6-32 x 3/8” screws and (4) F-3581 rubber feet pretleag a etlacea ai panna Hie, 
@ Hinged top for easy access to components are included , . Pp 9 oe) P * 
© Metallic-gray finish for 23 depth, four fans for 31” depth), ventilated shelves (one 
a P - . o shelf in the 24U high cabinet, two shelves in the 40U and 45U 
Order AC series chassis separately. (8) #6-32 x 3/8” screws and (4) F-3581 rubber feet are included. Additional cabinets), and casters. Large cutout in base comes covered by 
rubber feet are available. Modifications available, go online or call. 2.5" deep metal cover plates. Two additional 13 x 2.5” cutouts 
Sloping Panel Chassis to Fit Sloping Panel Chassis to Fit in front and rear of the base also come with readily removable 
Cabinets Cabinets covers. 
C-1584 AC-402 C-1585 AC-405 Price Each 
C-1586 AC-1413 C-1587 Mfg. Part No. U Height Height Width Depth Stock No. 1-4+ 
C-1588 AC-406 C-1892 AC-407 Steel 
AC-415 @ BRP-12202 24U 49.4” 23.62" 23.62” 95M8559 921.54 
AC-1416 @ BRP-12212 24U 49.4" 23.62" 31.5” 95M8562 978.85 
Price Each @ BRP-12206 40U 774 23.62" 23.62” 95M8560 1025.09 
Mfg. Part No. Height Width Depth Color Stock No. 1-44 @ BRP-12216 40U 77a 23.62" 31.5" 95M8563__|_ 1082.78 
Aluminium, Chassis @ BRP-12208 45U 86.15" 23.62" 23.62” 95M8561 4103.20 
@ AC-402 mu 5" ra Unfinished 90F943 13.46 @ BRP-12218 45U 86.15" 23.62" 31.5” 95M8564 1178.21 
@AC-1413 2" 6" 8" Unfinished 05M3878 15.50 PIM_112543 
@ AC-407 2" T 11" Unfinished 06M4382 18.87 
@ AC-409 2 r 13" Unfinished 05M3886 21.52 SERVER RACKS -- PROFESSIONAL SERIES 
@ AC-1416 2" Lr 17° Unfinished 05M3879 34.37 @ Welded consiruction with 1700 Ib weight capacity 
@AC-405 a a a Unfinished 05M3884 14.08 © Fully ventilated locking front door that can be mounted left 
7 = 7 F = or right Bud Industries, Inc 
@ AC-406 2 7 9 Unfinished 05M3885 16.32 © Split rear door with solid triple point latching system RoHS 
@AC-AI5 a 10" ra Unfinished 05M3890 32.84 @ Easily removable sides for quick assembly access Ose 
Steel, Cabinet, Sloping © Covered slot in top and open base for convenient cable Available 
: - access 
@ C-1584 6.5” 7.062” 7.312" Grey 06M4490 79.36 © Vented at top and bottom of sides 
@ C-1585 6.5” 9.062” 7.312" Grey 06M4491 76.40 © Comes fully assembled in a crate to eliminate freight 
7 o ° damage 
@ C-1586 oe "1 = Me Grey 06M4492 89.71 © Black finish 
© C-1587 8 8.062 8 Grey 064493 86.29 Includes two pairs of full adjustable pane! mounting rails, fan box 
@ C-1588 8" 10.062” 8" Grey 91F794 95.98 with four fans, casters, ventilated shelves (one with 27U cabinet 
@ C-1892 8 13.062" 8 Grey 06M4494 106.79 and two with 42U cabinet), and six cable management brackets. 
@ C-1894 8° 14.062" 8° Grey 06M4496 97.36 | Price Each 
@ C-1893 10° 18.094" 10.5" Grey 064495 157.49 Mfg. Part No. U Height Height Width Depth Stock No. 1-4+ 
Steel 
PIM_7183 
@ SRP-8131 27U 52.32” 23.62” 35.43” 95M8974 1091.74 
@ SRP-8141 27U 52.32” 23.62" 43.3" 95M8976 1354.05 
SLOPING PANEL PRESTIGE CABINETS @ SRP-8134 42U 78.7" 23.62" 35.43" 95M8975 | 1361.00 
Rugged 16-gauge steel construction with safety- @ SRP-8144 42U 78.7" 23.62” 43.3” 95M8977 1511.01 
shielded slot handles. Perforated top opens 7 7” 7 
completely. Install or remove 19” panels by simply Bud Industries, Inc, @ SRP-8137 45U ae Zo07 seas eUUe2e 1486.77 
removing panel trim bar. 2.5 x 18” rear opening for RoHS @ SRP-8147 45U 83.95 23.62 43.3 4078262 1648.95 
easy cable or control access. Metallic-gray finish. comple PIM. 112545 
Modifications available, go online or call. iS 
SERVER CABINET SYSTEMS 


Price Each 
Mfg. Part No. Height Width Depth Stock No. 1-4+ 
Grey 
@ C-1555 11.906 “ 22“ 14.187 “ 10M5140 366.69 
@ C-1557 14.781 “ 22“ 16.25 * 064489 416.52 
PIM_7187 
SHADOW SERIES CABINETS 


Extremely versatile—front, rear and bottom panels 
can be removed for installation or servicing. 1” 
recessed front panel and beveled edges of cabinet | 

body help prevent accidental movement of controls, 
knobs, and switches. 18-gauge steel top, sides, 
bottom; 16-gauge steel panels. Metallic-grey finish. 


Bud Industries, Inc, 


RoHS 
Compliant 
Available 


Include four rubber feet. Aluminum chassis and 
modifications are available, go online or call. 
Price Each 
Mfg. Part No. Height Width Depth Color Stock No. 1-4+ 

Steel 
@ SB-2143 6” 15.5” 9” Grey 06M4817 116.48 
@ SB-2141 ey 13.25” gF Grey 064816 101.80 
@ SB-2140 8" 14.25" 10" Grey 91F892 116.28 
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@ Extra deep 36” and 43” cabinets accept most manufacturer's servers: panel space: 
78.75 x 19” 

@ Front Econoglass door is ventilated; sides, top and rear 
door are perforated for maximum air flow 

© Cable access ports in both top and bottom panels 

© 2 pairs of fully-adjustable universal spacing mounting rails 

© Welded frame 

® Add-A-Rack system permits building a series of racks into 
one integral system 

Cabinets are finished in textured black powder coat. Add- 

A-Rack units are available, identical to the main cabinet but 

allows the economical combination of 2 or more cabinets. 

Order one main cabinet; successive bays may be ordered as 

Add-A-Rack versions. Modifications available online. 


Bud Industries, Inc, 


RoHS _ 
Compliant 
Available 


Price Each 
Mfg. Part No. U Height Height Width Depth Stock No. 1-4+ 
Steel, Server Cabinet Rack w/Ventilated Steel Door 
DC-8106 45U 84.06” 24” | 35.43” 57J6240 3784.04 
Accessories 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-9+ 
@ 851DLH Captive Nut DC-8105 Cabinets 02P6324 2.13 
@307 Retainer Nut Cabinet Racks 3009829 2.02 
@ RL-7767 Stem Leveler Economizer and Classic II Cabinet Racks 91F103 5.00 
@ 9621 U-Type Clip Nut Cabinet Racks 94F4893 0.57 


PIM_68995 


1498 Go online or call for non-compliant or &?ROHS Compliant products. See page 2 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


CABINETS & RACKS 


Machine ECONOMIZER™ 19” UPRIGHT CABINET RACKS (CONT.) 
Thread Screw Price Each Price Each 
Mfg. Part No. Size Length Stock No. 1-9+ Mfg. Part No. U Height Height Width Depth Stock No. 1-4+ 
Steel Steel, Ventilated Racks 
@ 9260 #12-24 12.7mm 05M4607 0.29 @ ER-16623-RB 30U 57.81” 22” 30.75” 50F9669 1072.48 
PIM_5512039 @ ER-16623-B 30U 57.81” 22” 30.75” 25B5939 1072.48 
@ ER-16614-RB 35U 66.56” 22” 25.5" 50F9665 1097.34 
Power Distribution @ ER-16614-S 35U 66.56” 22” 25.5" 50F9650 1097.34 
a @ ER-16614-B 35U 66.56” 22” 25.5" 25B5936 1097.34 
Cable Price Each 
No. of Current Length ie @ ER-16624-S 35U 66.56” 22” 30.75” 50F9655 1188.14 
Mfg. Part No. Outlets Rating Imperial Length Stock No. 1-4+ @ ER-16624-RB 35U 66.56” 22” 30.75” 50F9670 1188.14 
Surge Supressed, Rear Outlets, 15A @ ER-16624-B 35U 66.56” 22" 30.75” 25B5940 1188.14 
@ POS-194-S 8 15A ce 99B1509 14.92 @ ER-16615-S 40U 75.31” 22" 25.5" 50F9651 | 1142.54 
PIM_5512034 @ ER-16615-RB 40U 75.31” 22” 25.5" 50F9666 1142.54 
@ ER-16615-B 40U 75.31” 20" 25.5" 91B6423 1142.54 
Casters @ ER-16625-S 40U 75.31" 22” 30.75” 50F9656 1215.95 
Price per @ ER-16625-RB 40U 75.31" 22” 30.75” 50F9671 1215.95 
Carrying Pkg. @ ER-16616-S 45U 84.06” 22” 25.5" 50F9652 1204.94 
Mfg. Part No. Diameter Capacity Stock No. 1-5+ @ ER-16616-RB 45U 84.06” 22" 25.5" 50F9667 1204.94 
@ RC-7758-PR 2.5mm 200 Ib 06M4777 36.01 @ ER-16616-BT 45U 84.06" 22” 25.5" 25B5937 1204.94 
PIM_5512037 @ ER-16626-RB 45U 84.06” 22” 30.75” 50F9672 1308.47 
@ ER-16626-S 45U 84.06” 22” 30.75” 50F9657 1308.47 
ECONOMIZER™ 19” UPRIGHT CABINET RACKS @ ER-16626-BT 45U 84.06" 22" 30.75” 25B5941 1308.47 
Features: 7 
Price Each 
® Rugged welded fi tructed of 14- teel For Use | 
eae ee i Ee Mfg. PartNo. | Type With Stock No. | _1-1-94 
© Cabinet sides and door feature ventilating louvers ; @ RL-7767 Stem Leveler | Economizer and Classic Il Cabinet Racks 91F103 5.00 
@ Ventilated cabinet top has a perforated area to accept Bud PIM 82526 
FN-1282 10” exhaust fan; go online or call ~ 
@ 16-gauge solid top and bottom rail supports 
@ 20-gauge steel side panels and rear door with key that Panels 
opens 180° and can be hinged left or right 
© Fully adjustable, 12-gauge steel panel mounting rails Price Each 
tapped 10-32 in front on EIA. universal spacing Mfg. Part No. Rack U Height Height Width Stock No. 1-4+ 
© Bottom pierced for RC casters CG 
@ Four 1.109” knockouts and one 8.5” diameter hole provide rey 
cable access @ PA-1101-MG 1 175" 19" 91F388 14.69 
PIM_5512082 
24" versions also available. RC series casters and Economizer doors, ordered separately online or call. Turnkey 
cabinet assembly available. A sampling of suggested cabinet rack accessories are available online. For full line 
of accessories go online or call regarding above and additional modifications. Racking Shelves 
Mfg. part no. suffix index; S = Sand Textured, RB = Royal Blue Textured, BT = Black Textured - 
FHS Wrice|Eachy 
; ; ; (eel Mfg. Part No. Rack U Height Width Depth Stock No. 1-4+ 
Mfg. Part No. U Height Height Width Depth Stock No. 1-4+ 7 ary 
Steel, Non-Ventilated Rack Ventilated, Sliding 
eel, Non-Ventilated Racks 
* - 2 45651 451 06M4832 
@ ER-16521-BT 12U 25.31" 2 | 3075" | 9981287 | 90634 <. —— “ mm ei 
@ ER-16521-S 12U 25.31" 22” 30.75” 99B1289 906.34 ~ 
@ ER-16521-RB 12U 25.31" 22” 30.75” 99B1288 906.34 . 
@ ER-16502-S 24U 47.31" 22" 18.5" 89F1129 | 805.25 Machine 
@ ER-16502-RB 24U 47.31" 22" 18.5" 89F1099 | 805.25 Thread Screw Price Each 
@ ER-16502-B 24U 47.31” 22" 18.5” 25B5859 805.25 Mfg. Part No. Size Length Stock No. 1-9+ 
@ ER-16522-S 24U 47.31" 22" 30.75” 89F1139 951.68 Steel, Zinc 
@ ER-16522-RB 24U 47.31" 22" 30.75" 89F1109 | 951.68 © 7346 #10-32 15.875mm 06m4902 0.23 
@ ER-16522-B 24U 47.31" 22" 30.75” 25B5869 951.68 PIM_5512087 
@ ER-16523-S 30U 57.81” 22” 30.75” 89F1140 995.72 
@ ER-16523-RB 30U 57.81" 22” 30.75” 89F1110 995.72 Racking Shelves 
@ ER-16523-B 30U 57.81" 22" 30.75” 25B5870 995.72 Price Each 
@ ER-16504-RB 35U 66.56” 22” 18.5” 89F1101 950.58 Mfg. Part No. Rack U Height Width Depth Stock No. 1-4+ 
@ ER-16504-S 35U 66.56” 22” 18.5" 89F1131 950.58 Ventilated, Sliding 
@ ER-16504-B 35U 66.56" 22" 18.5” 25B5861 950.58 @ SH-2392 2 455mm 451mm 06M4832 127.94 
@ ER-16524-RB 35U 66.56” 22” 30.75” 89F1111 1111.31 PIM_5512080 
@ ER-16524-S 35U 66.56” 22” 30.75” 89F1141 1111.31 
@ ER-16524-B 35U 66.56” 22” 30.75” 25B5871 1111.31 Power Cords 
@ ER-16505-B 40U 75.31" 22” 18.5” 25B5862 1007.19 Price Each 
7 a 7 Cable 
@ ER16515-9 = = - = as — eee Mfg. Part No. Length Stock No. 4-44 
SER GD IORE au ETT om nae RREGET O8bI09! Right Angle Plug, Two Prong Plug 
nd aielUelia 1086.59 FC-1283 36" 9981308 142 
Steel, Ventilated Add-A-Rack for ER-16625-BT pines 
@ ER-16625-B 40U 75.31" 22” 30.75” 93B7076 1215.95 - 
Steel, Ventilated Racks 
@ ER-16612-RB 24U 47.31" 22” 25.5" 50F9663 970.87 3 
@ER-16612-8 24U aor | 2 | 255 | s0rs64s | 970.87 Embedded Design Tools 
@ ER-16612-B 24U 47.31" 22” 25.5" 25B5934 970.87 / 
@ ER-16622-RB 24U 47.31” 22” 30.75” 50F9668 1028.18 < 
@ ER-16622-S 24U 47.31" 22” 30.75” 50F9653 1028.18 
@ ER-16622-B 24U 47.31" 22” 30.75” 25B5938 1028.18 
@ ER-16603-S 30U 57.81" 22" 18.5” 50F9644 937.45 
@ ER-16603-RB 30U 57.81” 22” 18.5” 50F9659 937.45 
@ ER-16603-B 30U 57.81” 22” 18.5” 25B5930 937.45 PIM_5624814 
@ ER-16623-S 30U 57.81" 22” 30.75” 50F9654 1072.48 
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1.800.463.9275 © newark.com 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


CABINETS & RACKS 


VALURACK UPRIGHT CABINET RACK 


Features: 

© Ready-to-use capabiity 

© Welded together strength and sturdiness 

@ EIA-310 compliant 

© Durable black texture powder-coated finish 

VR series feature integral, full height, front panel 
mounting rails with EIA universal spaced mounting 
holes. Panel mounting rails are located in the front of 
the cabinet and are recessed 1”. Welded-in supports 
allow for mounting additional adjustable pane 
mounting rails. Large 10” square hole in the bottom 
of the cabinet, along with 1.11” diameter knockouts 
provides cable access. Bottom of cabinet is pierced 
for use with casters or levelers. Top is perforated for 
use with 10” exhaust fan. Suggested 700# equipmen 
load capacity and higher when used in conjunction 
with adjustable panel mounting rails for 4-poin 


Bud Industries, Inc, 


RoHS 
Compliant 
Available 


@ Indicates RoHS Compliant | Find Datasheets Online 


UPRIGHT CABINET RACKS (CONT.) 


Price Each 
Mfg. Part No. U Height Height Width Depth Stock No. 1-4+ 

Steel 

@ 60-2307-RB 12U 29.62” 24” 25.5" 89F6081 a 
@ 60-2307-G 12U 29.62” 24” 25.5" 92F907 — 
@ 60-2301-G 18U 40.12” 24” 22” 92F901 = 
@ 60-2301-RB 18U 40.12” 24" 22" 96F7128 _— 
®@ 60-2302-RB 24U 50.62” 24" 22° 89F6076 -—- 
®@ 60-2302-G 24U 50.62” 24” 22" 92F902 am 
@ 30-2302-RB 24U 50.62” 24” 50” 89F6070 Si 
@ 30-2302-G 24U 50.62” 24.06" 30.75” 99F1024 ar 
@ 60-2310-RB 30U 61.12” 24" 25.5" 89F6083 = 
@ 60-2310-G 30U 61.12” 24” 25.5” 92F910 = 


equipment mounting. For full line of accessories and @ 30-2303-RB 30U 61.12” 24” 60.5” 89F6071 at 
modifications available, go online or call. © 30-2303-6 30U B12 ma 605" 99F 1025 a 
Price Each = “@ 30-2504-G 35U 69.25" 21.938" 30.75" 25B6555 _ 
Mfg. Part No. U Height Height Width Depth Stock No. 1-4+ © 30-2504-RB 35U 69.25" 21.938" 30.75” 25B6556 Sm 
Steel @ 60-2304-RB 35U 69.87" 24” 22" 89F6078 eer 
SNK au eee ee ae 5/0128 a [ECAC © 60-2304-6 35U 69.87" 28" 22" 92F904 = 
eViRGES i nat as as 5/0123 [ase OZ © 30-2304-RB 35U 69.87" my 69.25" | _ 89F6072 a 
eVREH2 su BAN ue oe SSJO13O [io 208) © 30-2304-6 35U 69.87" 28" 69.25" | 98F4236 = 
Accessory @ 60-2312-G 40U 78.62" 24” 25.5" 92F912 = 
For Use [PriceEach = @ 60-2312-RB 40U 78.62" 24" 25.5" 89F6085 = 
Mfg. Part No. Type With Stock No. | 1-1-9+ © 30-2506-G 45U 86.75" 21.938" | 30.75" 25B6559 = 
@ RL-7767 Stem Leveler | Economizer and Classic Il Cabinet Racks 91F103 5.00 @ 30-2506-RB 45U 86.75” 24.938” 30.75” 25B6560 =e 
PIM_82536 Accessory 
For Use Price Each 
Panels Mfg. Part No. Type With StockNo. | _1--4+ 
Price Each @ RL-7767 Stem Leveler | Economizer and Classic Il Cabinet Racks 91F103 5.00 
Mfg. Part No. Rack U Height Height Width Stock No. 1-4+ PIM_7020 
Grey 
@ PA-1101-MG 1 1.75“ 19° 91F388 14.69 Machine 
PIM_5512088 5 
Thread Screw Price Each 
Mfg. Part No. Size Length Stock No. 1-9+ 
Racking Shelves Steel, Zinc 
Price Each @ 7346 #10-32 15.875mm 06/4902 0.23 
Mfg. Part No. Rack U Height Width Depth Stock No. 1-4+ PIM_5512068 
Ventilated, Sliding 
@ SH-2392 2 455mm 451mm 06M4832 127.94 Panels 
PIM_5512091 Pics Each 
Mfg. Part No. Rack U Height Height Width Stock No. 1-4+ 
Mounting Brackets Grey 
Price per @ PA-1101-MG 1 1,75" 19° 91F388 14.69 
|_Pko. pi 5512063 
Mfg. Part No. Height Width Stock No. 1-2+ 
@ PMR-9452 55.575mm 1.556m 06M4760 108.58 Racking Shel 
@ PMR-9453 55.575mm 1.778m 06M4761 118.73 acking shelves 
@ PMR-9454 56.575mm 2m 06M4762 125.87 : ; HeueelEashy 
PIM_5512092 Mfg. Part ul Rack U Height Width Depth Stock No. 1-4+ 
Ventilated, Sliding 
@ SH-2392 2 455mm 451mm 06M4832 127.94 
UPRIGHT CABINET RACKS ais 
@ GY suffix = grey texture _ 
© RB suffix = royal blue texture 
Racks are accessible from the front or rear. Bud Indusbiee, Ine, MOUNTING RAILS FOR RACKS 


Construction: welded 14-gauge steel frame with 
“U" shaped 16-gauge panel mounting rail supports. 
Dimensions: 24-1/16" outside width. Racks with 22” 
outside depth (C) have an 18-5/16 x 17” opening at 
he top. Racks with 25-1/2” outside depth (C) have 
an 18-5/16 x 20-1/2” opening on top. 20-gauge 
door. 18-gauge sides and top. Front and rear panel 
mounting rails tapped #10-32 on E.I.A. Universal 
spacing. Accommodates 19” panels. 1.09" diameter 
knockout holes in base. One door and two pairs of 
ully adjustable mounting rails are included. 24” panel 
space upright rack available by special order; go online 
or call. Caster brackets pierced for RC-7758 casters I 
available. For full line of accessories and modifications 
are also available; go online or call. 

30 SERIES EXTRA DEEP UPRIGHT CABINET RACKS 
Dimensions: 24-1/16" outside width; 30-3/4” outside depth; clear inside depth 29-1/4"; top opening 18-5/16” 
x 25-3/4", 


RoHS — 
Compliant 
Available 


Price Each 
Mfg. Part No. U Height Height Width Depth Stock No. 1-4+ 
Steel 
@ 60-2300-RB 12U 29.62" 24" 22" 89F4228 
@ 60-2300-GT 12U 29.62" 24" 22" 92F900 


> CONTINUED > 


Bud Industries, Inc, 


RoHS _ 
Compliant 
Available 


Standard 


L-Shaped 


12-gauge steel panel mounting rails for accessories that require 2 sets of rails. Standard panel mounting rails 
sold in packages of 2. L-shaped panel mounting rails sold in packages of 4. Modifications available, go 
online or call. 


Price per 

Pkg. 

Mfg. Part No. Height Width Stock No. 1-2+ 

@ PMR-9450 55.575mm 1.067m 06M4759 79.71 
@ PMR-9451 55.575mm 1.334m 17M9931 97.10 
@ PMR-9452 55.575mm 1.556m 06M4760 108.58 
@ PMR-9453 55.575mm 1.778m 06M4761 118.73 
@ PMR-9454 55.575mm 2m 06M4762 125.87 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


CABINETS & RACKS 


MOUNTING RAILS FOR RACKS (CONT.) EXTRA-STURDY STEEL OPEN RELAY RACKS 
Price per —- 
Pkg. 
Mfg. Part No. Height Width Stock No. 1-2+ Baier ee 
@ PMR-9448 56.575mm §33.4mm 06M4757 65.64 Osa 
@ PMR-2331 55.575mm 622.3mm 95F6417 72.81 Available 
@ PMR-9449 56.575mm 800.1mm 06M4758 73.49 
@ PMR-9484 63mm 2m 06M4764 230.47 
@ PMR-9483 63mm 1778mm 06M4763 199.56 
Accessories 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-9+ 
@ 851DLH Captive Nut DC-8105 Cabinets 02P6324 2.13 
@ 307 Retainer Nut Cabinet Racks 30C9829 2.02 
RR-1367-MG 
PIM_6968 These extra-sturdy racks constructed of 14- and 12-gauge steel with metallic-gray or black textured finish. 8"- 
ee deep welded “U” member and triangular brackets hold upright to 12-gauge steel, 20-7/8"W x 26’D chassis-type 
: base. Panel mounting rails tapped at #10-32 on E.I.A. universal spacing. Racks are shipped unassembled. Base 
Machine drilled for type RC casters. 
Thread Screw Price Each Price Each 
Mfg. Part No. Size Length Stock No. 1-9+ Mfg. Part No. Height Width Stock No. 1-4+ 
Steel Steel, Black 
@ 9260 #12-24 | 12.7mm 05M4607 0.29 @ RR-1367-BT 64.63 “ 20.87 “ 93F642 492.00 
PIM_5512042 @ RR-1368-BT 73.37 “ 20.87 “ 94F4915 523.62 
—_—_—_—_—_____!SSSSS..S.S.S.S.S.S.rT ww  . . . = @ RR-1369-BT 80.45 “ 21.03 “ 70B9273 541.01 
STEEL OPEN RELAY RACKS ee 
B @ RR-1367-MG 64.63 “ 20.87 “ 91F1746 492.00 
@ RR-1368-MG 73.37“ 20.87 “ 91F1747 523.62 
Bua yaueiner ne @ RR-1369-MG 80.37 “ 20.87 “ 91F1748 541.01 
RoHS 
Gesinpian PIM_79091 
Available 
Machine 
Thread Screw Price Each 
Mfg. Part No. Size Length Stock No. 1-9+ 
Steel, Zinc 
@ 7346 #10-32 15.875mm 06M4902 0.23 
PIM_5512024 
RR-1263-MG Castors 
Ideal for telecommunications installations where easy access to components is necessary. These ruggedly ——_ SS _, ——_— oom, or —-——--——neeaevecs sss eo 
constructed chassis-type base and supporting angles. Rails tapped #10-32 on EIA universal spacing. 19- Price per 
31/32"W x 22’D base drilled for type RC casters, ordered separately below. Racks are shipped unassembled. Carrying Pkg. 
Modifications available, go online or call. Mfg. Part No. Diameter Capacity Stock No. 1-5+ 
Price Each @ RC-7758-PR 2.5mm 200 Ib 06M4777 36.01 
Mfg. Part No. Height Width Stock No. 1-4+ PIM_5512023 
Steel 
@ RR-1263-8T 36.63" 22" 93F4046 225.01 TABLETOP RELAY RACKS 
@RRABEMG 40.88 7 18 7 Ouanes 299°50) Chassis-type base for mounting heavy components. 4 ||- 
@ RR-1264-MG 70.63 19 91F1741 270.40 Supporting angles provide steady support. Panel mounting 
@ RR-1264-BT 70.63 “ 22° 93F4047 270.40 rails are recessed so that standard 19” panel will fit flush Budiindustiies, (ne, 
| di) a with front; tapped #10-32 on EIA universal spacing. 20.375 RoHS | 
@RR1964-BT i109 = 22 = eee LUGE x 12" base. Order panels separately; go online or call. outa 
@ RR-1364-MG 75.88 19 91F1744 276.37 Modifications available online. 
@ RR-1366-BT 81.13 “ 22“ 93F4050 282.34 | 
PIM_79089 , 
Casters C 
Price per 
Carrying Pkg. = 
Mfg. Part No. Diameter Capacity Stock No. 1-5+ : ; rice /Eachy 
@ RC-7758-PR 25mm 200 Ib 06M4777 36.01 =e eet a store 
PIM 5512021 teel, Black Texture 
@ RR-1248-BT 24“ 19" 91F030 146.57 
Machi @ RR-1249-BT 31“ 19" 05M4331 160.29 
eee Steel, Metallic Grey 
Thread Screw |PriceEach = @ RR-1248-MG 24" 19° 91F677 146.57 
Mfg. Part No. Size Length Stock No. 1-9+ @ RR-1249-MG 31" 19° 06M4786 160.29 
Steel, Zinc PIM 6962 
@ 7346 #10-32 15.875mm 06M4902 0.23 
PIM_5512022 7 
2 Machine 
Thread Screw Price Each 
Mfg. Part No. Size Length Stock No. 1-9+ 
Steel, Zinc 
@ 7346 #10-32 15.875mm 06M4902 0.23 
PIM_5512056 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
CABINETS & RACKS 


STATIONARY AND SLIDING SHELVES 


Bud Industries, Inc. 
RoHS — 
Compliant 
Available 


Ventilated and non-ventilated black textured shelves fit 19” wide panel spaces and all cabinet rack depths. All 
are 16-gauge steel and include necessary mounting hardware. Shelves allow sufficient room in rear for cables 
and power outlet strips. Sliding shelves are flanged on all four sides for added support. 24” wide panel available. 
Require 2 pairs of adjustable mounting rails in the cabinet to install. Modifications available, go online or call. 


Price Each 
Mfg. Part No. Rack U Height Width Depth Stock No. 1-4+ 
Non-Ventilated, Sliding 
esH287. =| ~~ 2.~SC«&Y:~C«Smm ~—«|—62mm | —O6M4828 ~=«| «147.21 
@ SH-2388 2 455mm 451mm 06M4829 125.86 
@ SH-2389 2 455mm 540mm 06M4830 132.16 
@ SH-2390 2 455mm 673mm 17M9936 138.69 
Non-Ventilated, Stationary 
@ SH-2379 1 455mm 362mm 06M4825 67.62 
@ 60-2380 1 455mm 489mm 05M4595 75.72 
@ 60-2381 1 455mm 578mm 06M4901 79.62 
@ SH-2382 1 455mm 673mm 06M4826 78.07 
Ventilated, Sliding 
@ SH-2391 2 455mm 362mm 06M4831 119.42 
@ SH-2392 2 455mm 451mm 06M4832 127.94 
@ SH-2393 2 455mm 540mm 06M4833 130.43 
@ SH-2394 2 455mm 673mm 05M4390 140.77 
Ventilated, Stationary 
@ SH-2383 1 455mm 362mm 06M4827 69.43 
@ SH-2384 1 455mm 451mm 91F9872 72.78 
@ SH-2385 1 455mm 540mm 91F9873 TES) 
@ SH-2386 1 455mm 673mm 17M9935 81.69 
PIM_6971 
CENTER-MOUNTED RELAY RACK SHELVES 
@ Mounts between uprights on all standard 19” 
panel widths 
@ 16-gauge steel construction Bud Industries, Inc. 
© Dimensions: 19D x 5.25"H RoHS 
® Modifications available; go online or call Gee timpiat 
© Black texture or metallic gray finish Available 
Price Each 
Mfg. Part No. Rack U Height Width Depth Stock No. 1-4+ 
Black 
@ SA-1765-BT 3 483mm 483mm 06M4809 88.84 
Metallic Gray 
@ SA-1765-MG 3 483mm 483mm 06M4810 88.84 
PIM_7013 


ADJUSTABLE OPEN RACK SHELVES 


16-gauge steel shelves fit in 19” wide panel spaces. 
Adjustable for depth within rack and flanged for 


added support. Mounting brackets and hardware Bud Industries, Inc 
included. Supports 150lbs. opin : 
Compliant 
Available 
Price Each 
Mfg. Part No. Rack U Height Width Depth Stock No. 1-4+ 
Black 
@ SA-1278-BT 3 448mm 406mm 06M4792 115.87 
@ SA-1279-BT 3 448mm 508mm 06M4793 124.85 
Metallic Grey 
@ SA-1278-MG 448mm 406mm 98F1663 115.87 
@ SA-1279-MG 3 448mm 508mm 94F4883 124.85 
PIM_90472 


@ Indicates RoHS Compliant | Find Datasheets Online 


Bud Industries, Inc, 


RoHS — 
Compliant 
Available 


KEYBOARD/MOUSE SHELVES 


Stationary 


Sliding 
Stationary and sliding shelves are constructed of heavy-gauge steel. Mfg. part no. SA-1775 stationary shelf 
features mouse pad that can be bolted onto either side of the shelf. Utilize 1U (1.75”) of panel space height. Mfg. 
part nos. KS-1785 and KS-1787 sliding shelves lock securely in the open position. Feature a small mouse pad 
that slides out in either the left- or right-hand position. Utilize 2U (3.50") of panel space height. Available in 19” 
and 23” panel space widths in either black textured finish or metallic gray. 
Price Each 
Mfg. Part No. Rack U Height Width Depth Stock No. 1-4+ 

Black 

@ KS-1785-BT 483mm 521mm 06M4728 185.90 
@ SA-1775-BT 483mm 483mm 064814 82.01 
Metallic Gray 

@ KS-1785-MG 2 483mm 521mm 91F3891 185.90 
@ SA-1775-MG 483mm 483mm 06M4815 82.01 
PIM_12750 
SLIDING KEYBOARD SHELF 


Bud Industries, Inc. 


RoHS _ 
Compliant 
Available 


Fits into any 19” panel width cabinet 
or rack yet still accepts all standard 
PC and most custom keyboards up 
to 23” wide. Ample storage space 
for keyboards, mouse and manuals. 
Convenient adjustable mouse and /or 
notepad panel. Black finish. 


Price Each 
Mfg. Part No. Rack U Height Width Depth Stock No. 1-4+ 
@ KS-1788 2 483mm 893mm 06M4731 193.14 
PIM_79003 
PANEL EXTENDERS 


© Heavy gauge steel brackets extend panels 5” beyond 
normal panel mounting rails 

@ Panel mounting holes on EIA universal spacing 

@ Includes all mounting hardware 


Bud Industries, Inc, 


@ Black finish 
SB : 
Compliant 
Available 
Price per 
Pkg. 
Mfg. Part No. Height Width Stock No. 1-5+ 
@ PE-1600 89mm 127mm 06M4755 25.70 
@ PE-1601 133mm 127mm 06M4756 27.85 
PIM_139082 


DESKTOPS AND DESKTOP DRAWERS 


, /~ 


a ili 60-2361 
BR l 


DD-2363 


DD-2363 hinged drawer tops have plastic laminate bonded to aluminum. Front panel height 2U (3.5”), mount to 
panel mounting rails in cabinet. Inside size: 16.88 x 13.88 x 3”. Modifications available online. 

60-2361 sliding desktops require only 1U (1.75”) panel space and 15.125 - 17.625” inside. Working area: 11 
x 17.375”. Supports 50 Ibs. Laminated surface mounts to uprights in 60 series cabinets without brackets. 
Modifications available, contact . 

DT-17400 supports 200 pounds. To install, bolt pre-slotted, adjustable support channels to cabinet racks 
mounting rails. Fits all cabinet depths. 18” deep, plastic laminated top. Requires two pairs of panel mounting 
rails per cabinet rack. 


Bud Industries, Inc, 


< RoHS _ 
ss Compliant 
¥ Available 


DT-17400 
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DESKTOPS AND DESKTOP DRAWERS (CONT.) 


Price Each 

Mfg. Part No. Height Width | Depth StockNo. | 1-4* _ 
Aluminium, Black 
@ DD-2363-BT 3.5” 19” 14” 06M4614 276.59 
Aluminium, Grey 
@ DD-2363-MG 3.5" 19” 14" 93F050 276.59 
Aluminium, White 
@ DD-2363-WH 3.5" 19” 14” 17M9924 276.59 
Plastic, Black 
@ 60-2361-BT 1.72" 17.88" | 17" 25B6569 — 
Plastic, Grey 
@ 60-2361-MG 1.78" 15.75" | 15.37" 06M4900 -— 
Plastic, White 
@ 60-2361-WH 1.75" 15.75” 15.37" 95F5528 es 
@ DT-17400 2:25" 22" 18" 06M4617 339.44 


PIM_6901 


ADAPTER MOUNTING BRACKETS 


@ 16-gauge steel 

@ Used for mounting 19” wide equipment into 
open relay racks with 23” and 24” wide panel 
spaces and enclosed cabinet racks with 24” wide 
panel spaces 

® Mounting holes conform to EIA-310-C (mounting 
hardware included) 

© Black textured finish 

Sold in packages of 2 

® Modifications available online 


Bud Industries, Inc, 


RoHS _ 
Compliant 
Available 


Price per 
Pkg. 
Mfg. Part No. Height Width Stock No. 1-5+ 
@ AB-1851 44mm 78mm 06M4366 15.39 
@ AB-1852 89mm 78mm 06M4367 18.36 
PIM_6969 


HEAVY-DUTY CASTERS AND LEVELERS 


Bud Industries, Inc. 


RoHS _ 
Compliant 
Available 


RC-7758-PR 


RL-7766 RC-7761-PR 


HEAVY-DUTY CASTERS 
Designed to fit rack and cabinet enclosures. Sold in package of 2. 
ADJUSTABLE STEM LEVELERS 


3/8-16 thread. Mfg. part nos. RL-7766 and RL-7767 include 2 height-adjusting nuts. 200 Ibs. load rating. 
LEVELER KIT 


Kit includes mfg. part no. RL-7767 stem leveler, 8 nuts, washers and bolts, and 2 mounting brackets. For use 
on Economizer™ racks; order separately online ro call. 
Price per 
Carrying |__Pkg. 
Mfg. Part No. Diameter Capacity Stock No. 1-5+ 
@ RC-7758-PR 2.5mm 200 Ib 06M4777 36.01 
@ RC-7761-PR 4* 240 Ib 06M4778 84.76 
@ RC-7762-PR 4* 240 Ib 05M4274 73.13 
Accessories 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-4+ 
@ RL-7766 Stem Leveler | Economizer and Classic | Cabinet Racks 06M4779 7.24 
@ RL-7767 Stem Leveler | Economizer and Classic | Cabinet Racks 91F103 5.00 
@RL-7770 Leveler Kit Economizer and Classic II Cabinet Racks 92F2538 50.24 
@RL-7771 Stem Leveler | Economizer and Classic II Cabinet Racks 95F6365 5.56 
PIM_7148 


Cut costs, not corners with 


Board & Box Components 
newark.com/multicomp 


multicomp 


PIM_5624836 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
CABINETS & RACKS 


SLIDING MECHANISMS epicre 
Gecinpian 
Available 
Bud Industries, Inc. 
SS | 
AS-5000-A |) | 
rN 3s 
a Ze 
| BAS-5106 
BAS-5108 BAS-5107 


Zinc-plated, alloy steel telescoping and linear motion mechanisms with outer member, inner member, ball 
retainer and ball bearings. Stationary delrin guides for stabililzation in closed position. Front disconnect and 
positive stop. Mfg. part nos. AS-5000-A through AS-5004-A are 2-piece slides with a 3/4” extension and a max. 
chassis width of 2” less than rack panel width when used with mfg. part no. BAS-5106 or BAS-5107 mounting 
bracket kits; order separately below. AS-5042-A is a 3-piece slide with full extension and a max. chassis width 
of 2-3/4” less than rack panel width when used with mfg. part no. BAS-5106 or BAS-5107 mounting bracket 
kits and 2” less than rack panel width when used with mfg. part no. BAS-5108 mounting bracket kit; order 
separately below. 

All kits include the necessary mounting brackets and hardware to install one pair of slides. 


Price per 
Extended Carrying Pkg. 
Mfg. Part No. Length Length Capacity Stock No. 1-2+ 
@ AS-5000-A 12° 20m 140 Ib 06M4413 27.85 
@ AS-5001-A 16“ 28m 120 Ib 06M4414 36.57 
@ AS-5002-A 20“ 35“ 92 Ib 06M4415 38.25 
@ AS-5042-A 20“ 40.88 m 91 Ib 06M4416 82.98 
@ AS-5004-A 26“ 45m 70 Ib 50F9837 42.33 
PIM_6898 
Mounting Brackets 
Price Each 
Mfg. Part No. Height Width Stock No. 1-4+ 
@ BAS-5107 69.85mm 70mm 99F3954 28.25 
@ BAS-5108 69.85mm 70mm 96F9340 71.60 
@ BAS-5106 88.9mm 185mm 05M3902 39.07 
PIM_5512103 
TRIANGULAR MOUNTING BRACKETS 4||- 
Bud Industries, Inc. 
SB , 
Compliant 
Available 
@ Heavy gauge steel © Sold in pairs 
© 0.75” flanges support chassis 
Price per 
Pkg. 
Mfg. Part No. Height Width Stock No. 1-5+ 
@ MB-1266 127mm 19mm 91F484 21:98 
@ MB-1267 178mm 19mm 91F485 23.97 
@ MB1268 229mm 19mm 46P3702 28.15 
PIM_139086 


CHASSIS SUPPORT BRACKETS 


Bud Industries, Inc. 


RoHS _ 
Compliant 
Available 


papiae CSB-1352 
14-gauge steel, black. Support brackets come in pairs and include hardware. 
Price per 
Pkg. 
Mfg. Part No. Height Width Stock No. [15+ 
@ CSB-1351 44mm 127mm 05M4046 30.40 
@ CSB-1352 44mm 330mm 06M4514 33.05 
@ CSB-1353 44mm 406mm 92F2514 35.90 
@ CSB-1354 44mm 584mm 06M4516 38.76 
@ CSB-1355 44mm 711mm 06M4517 42.64 
PIM_6918 
elementiy 1503 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. @ Indicates ROHS Compliant | Find Datasheets Online 


CABINETS & RACKS 


PANEL CHASSIS ALUMINUM PANELS (CONT.) 
Bip Price Each 
. 4 arene Mfg. Part No. Rack U Height Height Width StockNo. | 1-4+ 
ne White 
Geeeinoian @ PA-1132-WH 2 3.5" 19" 25B6432 27.13 
: Avaliable “@ PA-1103-WH 3 5.25" 19° 91F1704 28.15 
@ PA-1133-WH 3 5.25" 19" 25B6433 37.84 
Fasten to mounting rail in racks. Use as vertical chassis where depth is limited. 0.050” thick aluminum alloy. @ PA-1104-WH 4 ue 19° 91F1706 34.99 
Natural finish. @ PA-1134-WH 4 7 19° 25B6434 49.57 
Price Each @ PA-1105-WH 5 8.75 19" 91F1708 42.33 
Mfg. Part No. Rack U Height Height Width Stock No. 1-4+ @ PA-1135-WH 5 8.75 “ 19" 94F4875 61.20 
Unfinished @ PA-1106-WH 6 10.5" 19" 91F1710 53.65 
@ CB-1370 1 1.75" 19“ 91F493 25.91 @ PA-1136-WH 6 10.5 “ 19" 94F4876 74.97 
© CB-1371 2 3.5" 19° 91F494 27.44 @ PA-1107-WH 7 12.25 * 19° 91F1712 59.06 
@ CB-1372 3 5.25 “ 19° 91F495 34.07 @ PA-1137-WH 7 12.25 “ 19° 25B6435 76.35 
© CB-1373 4 uv 19° 91F496 39.07 @ PA-1108-WH 8 14“ 19° 91F1714 75.38 
@ CB-1374 5 8.75 “ 19° 91F497 41.41 @ PA-1138-WH 8 14° 19° 97H2163 81.19 
@ CB-1375 6 10.5 “ 19° 91F498 45.08 @ PA-1109-WH 9 15.75 “ 19" 91F1716 83.74 
@ CB-1376 7 12.25 * 19“ 91F499 50.49 @ PA-1139-WH 9 15.75 “ 19" 94F4932 93.33 
@ CB-1377 8 14° 19° 91F479 55.79 @ PA-1110-WH 10 17.5" 19" 91F1718 93.33 
PIM_6921 @ PA-1140-WH 10 17.5" 19“ 25B6436 102.66 
@ PA-1111-WH 1 19.25 “ 19" 91F1720 98.69 
ALUMINUM PANELS @ PA-1141-WH 1 19.25 “ 19° 94F 4933 112.51 
@ PA-1112-WH 12 2° 19° 91F1722 102.41 
Bip @ PA-1142-WH 12 21" 19“ 25B6439 122.04 
Bud Industries, Inc, PIM_6897 
RoHS _— 55555 
Boomer : 
e 19° wide without surface shield © Standard notching of 2 opposite edges Saisie nore STANDARD PANELS ; 
oe tick eumnuny alloy ss . : © White pressure-sensitive paper on one side | 
These 1 wd crum pond timsbore ad eat, Ce vexed neo gyreck 6 sana mig on2 ope ee —- 
= : : - © Thickness: 0.125” RoHS 
Price Each Osan 
Mfg. Part No. Rack U Height Height Width Stock No. 1-44 . . Avaliable 
Black 
@ PA-1101-BT 1 1.75“ 19" 25B6422 14.69 
@ PA-1102-BT 2 3.5° 19" 90B2976 20.91 
@ PA-1103-BT 3 5.25 * 19“ 90B2984 28.15 
@ PA-1104-BT 4 i 19“ 25B6423 34.99 
@ PA-1105-BT 5 8.75“ 19“ 25B6424 42.33 Price Each 
@ PA-1106-BT 6 10.5“ 19“ 25B6425 53.65 Mfg. Part No. Rack U Height Height Width Stock No. 1-4+ 
@ PA-1107-BT if 12.25 “ 19“ 25B6426 59.06 Unfinished 
@ PA-1108-BT 8 14° 19“ 50B1158 75.38 @ SFA-1831 1 1.75" 19“ 91F265 Ae: 
@ PA-1109-BT 9 15.75 “ 19“ 25B6427 83.74 @ SFA-1832 2 3.5“ 19“ 91F266 16.42 
@ PA-1110-BT 10 17.5“ 19° 25B6428 93.33 @ SFA-1833 3 5.25 * 19° 91F267 21.01 
@ PA-1111-BT T 19.25" 19" 2586429 98.69 @ SFA1834 4 r 19" 91F 268 26.93 
@ PA-1112-BT 12 21" 19° 2586430 102.41 @ SFA-1835 5 8.75" 19" 91F269 29.48 
Grey @ SFA-1836 6 10.5“ 19“ 91F270 38.15 
@ PA-1101-MG 1 1.75“ Ao 91F388 14.69 @ SFA-1837 7 12.25“ 19" 91F271 44.27 
@ PA-1131-MG 1 4.75" 19“ 90F284 21.62 @ SFA-1838 8 14°“ 19“ 91F272 49.88 
@ PA-1102-MG 2 3.5“ 19" 91F389 20.50 @ SFA-1839 9 15.75 “ 19“ 91F273 50.16 
@ PA-1132-MG 2 3.5" 19" 90F285 27.13 @ SFA-1840 10 ATS? 19“ 91F274 62.02 
@ PA-1103-MG 3 §:25"* 19" 91F390 28.15 @ SFA-1841 1 19.25 “ 19" 91F275 68.75 
@ PA-1133-MG 3 5.25" 19° 90F286 37.84 @ SFA-1842 12 21" 19“ 91F276 75.28 
@ PA-1104-MG 4 ie 19“ 91F391 34.99 PIM_6899 
@ PA-1134-MG 4 ad 19" 90F287 49.57 
@ PA-1105-MG 5 8.75" 19" 91F392 42.33 RUBBER AND PLASTIC FEET RoHS 
@ PA-1135-MG 5 8.75 * 19" 90F288 61.20 Geacinpian Bip 
Available 
@ PA-1106-MG 6 10.5“ 19" 91F393 53.65 
@ PA-1136-MG 6 10.5" 19" 90F289 74.97 Bud Industries, Inc 
@ PA-1107-MG 7 12.25“ 19“ 91F394 59.06 . 
@ PA-1137-MG 7 12.25 “ 19“ 90F290 76.35 
@ PA-1108-MG 8 14° 19" 91F395 75.38 \ 
@ PA-1138-MG 8 14° 19" 90F291 81.19 
@ PA-1109-MG 9 15.75 “ 19" 91F396 83.74 ~~ 4 
@ PA-1139-MG 9 15.75 * 19° 90F292 93.33 ee ara F3681 
@ PA-1110-MG 10 17.5“ 19" 91F397 93.33 Product Specifications: supplied with mounting hardware; plastic portion 
@ PA-1140-MG 10 17.5“ 19" 90F293 102.66 © F-8038 - Self-adhesive sponge rubber pad can be 0.87” diameter x 0.50” high 
@ PA-1111-MG 4 19.25 “ 19“ 91F398 98.69 applied to any surface; 0.75" diameter x 0.12" thick © F-3581 - Rubber feet with self-adhesive backing 
@ PAAI41-MG Tt 19.25" 19° 75B6437 DE e ae bevel st diameter Ree aaee to any surface; 0.50" square x 
@ PA-1112-MG 12 21" 19" 91F399 102.41 © F-7264-A - Made of high-grade black plastic  F-3599 - Rubber feet with self-adhesive backing 
@ PA-1142-MG 42 1° 19" 25B6438 422.04 supplied with mounting hardware; plastic portion can be applied to any surface; 0.81” square x 
, 0.75" diameter x 0.37” high 0.31" high 
White © F-7800-A - Made of high-grade black plastic 
@ PA-1101-WH 1 4.75" 19“ 91F1700 14.69 
@ PA-1131-WH 1 1.75" 19" 25B6431 21.62 
@ PA-1102-WH 2 3.5 “ 19" 91F1702 20.50 
> CONTINUED > > CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


CABINETS & RACKS 


RUBBER AND PLASTIC FEET (CONT.) UPRIGHT CABINET RACKS 
Price Each ; a a z edie ; 
Mfg. Part No. Color Height Stock No. 1-94 ; . i - ms a ai ieee, meee 
" ccessible from front and rear. All welded steel construction ud Industries, Inc. 
@ F-8038 Black 0.125 91F085 0.23 includes 14 gauge frame with “U” shaped 16-gauge panel RoHS | 
@ F-7264-A Black 0.375mm 06M4710 0.81 mounting rail supports, 20 gauge door, 18 gauge sides Geptinpian 
@ F-3581 Black 7.62mm 94F4868 0.44 and top. Anodized aluminum extrusion top trim. Front and arene 
rear panel mounting rails tapped #10-32 on E.I.A. universal 
@ F-3599 Black 9.525mm 94F4869 0.73 spacing. Accommodates 19” panels. One-inch (1.109") 
@ F-9653 Black 9.9mm 94F4871 1.46 knockout holes in base. Two pairs of fully adjustable 
7900. mounting rails are included. Units are shipped assembled. 
SETS es term oeMerad we Caster brackets pierced for RC-7758 casters. Order casters 
PIM_72470 separately; go online or call. For full line of accessories, 
modifications and other sizes available; go online or call. 
DIE-CAST ALUMINUM HANDLES Ge iirpian [Price Each 
Gepiinoan Mfg. Part No. U Height Height Width Depth Stock No. 1-4+ 
Bud Industries, Inc. Steel 
@ E-2000-RB 12U 30.25” 24.19" 23.87" 80W500 — 
| a 1 @ E-2000-GT 12U 30.25” 24.19" 23.87" 80W638 — 
= : @ E-2008-GT 12U 30.25” 24.19” 27.37" 80W628 = 
wes’ @ E-2008-RB 12U 30.25” 24.19” 27.37" 80W627 = 
H-9174-B H-9176-B 
we H.9183-B Accessory 
H-9170-B For Use Price Each 
Clear anodized finish. Each comes with 2 #8-32 x 3/8” mounting screws except mfg. part no. H-9170-B which Mfg. Part No. Type With StockNo. | 1-1-9+ 
has 2 #8-32 x 5/8” screws. @ 307 Retainer Nut Cabinet Racks 30C9829 2.02 
Fixing Thread Price Each @ RL-7767 Stem Leveler Economizer and Classic II Cabinet Racks 91F103 5.00 
Mfg. Part No. Centers Size Stock No. 1-4+ PIM_7208 
Aluminium 
@ H-9170-B 2.75" 8-32 69F198 18.77 Machine 
@ H-9176-B 3.25” 8-32 69F200 14.59 Price Each 
tice Eacl 
@H-9174-8 y 8-32 69F199 11.53 Thread Screw -————— 
: . h 9+ 
@ H-9183-B 4.562” 8-32 69F205 25.60 au Pan aes el al a aS 
Steel, Zinc 
uae © 7346 #10-32 15.875mm 06m14902 0.23 
PIM_5512076 
CHROME-PLATED BRASS AND STEEL HANDLES Gepiinn ; 
omplian 
Available Panels 
Bud Industries, Inc. Price Each 
AEs Mfg. Part No. Rack U Height Height Width Stock No. 1-4+ 
uf Grey 
@ @ PA-1101-MG 1 1.75" 19" 91F388 14.69 
Fig. 1 PIM_5512071 
Racking Shelves 
Price Each 
Mfg. Part No. Rack U Height Width Depth Stock No. 1-4+ 
Ventilated, Sliding 


wv 5 @ SH-2392 2 455mm 451mm 06M4832 127.94 
aS PIM_5512074 


Fig: & ECONOMIZER® TURN KEY CABINET RACK Soper: ' 
CHROME-PLATED STEEL —FIG. 1 ASSEMBLIES Seo rnin 
Include 2 #10-32 x 3/8” screws. 
© Completely assembled 
Fixing Thread Price Each © Sturdy, welded steel frame Bud Industries, Inc. 
Mfg. Part No. Centers Size Stock No. 1-4+ © Louvered side panels and rear door 
B © Ventilated top, suitable for exhaust fan FN-1282; go 
Lass online or call 
@ H-9166-B 1.906" 6-32 90F739 6.43 © Accept 19” EIA width panels 
@ H-9168-B Ca 6-32 90F740 6.12 © 1200# capacity ; 
Steel © Four 4” diameter cable access holes in the top; one 
-_ 9.56” square hole in the base 
@ LH-9358 sts 3/4-24 05M4186 26.52 © Locking Econoglass front door 
@ H-9160-B 3.5" 414-28 90F733 13.26 © 2 pairs of installed full height panel mounting rails 
3 ® Additional sizes, colors and configurations available; 
@H-9111-B f #10-32 e057e2 6.97 go online or call 
@H-9161-B 5.25” 1/4-28 90F734 11.32 © Includes two ventilated shelves 
@ H-9116-B 8 1/4-28 90F732 12.09 ; . “ z nie eae 
= suffix = royal blue texture 
Srroni28 al Arse lhe) 8.36 A sampling of suggested cabinet rack accessories is 
@ H-9110-B 6 10-32 90F741 5.13 available online. Please see the full line of accessories. 
@H-9114-B 8” 1/4-28 52M8822 17.65 Modifications available online. 
@ H-9113-B 8° 10-32 90F744 11.32 Price Each 
PIM_7147 Mfg. Part No. U Height Height Width Depth Stock No. 1-4+ 
Steel 
@ DC-8002-RB 40U 75.31" 22" 25.5" 01F144 1541.99 
@ DC-8002-BT 40U 75.31" 22" 25.5" 0104642 1541.99 
New Products Added EME core 
Price Each 
he newest Technologies an For Use Lael 
Sena BENE Mfg. Part No. Type With Stock No. 1-1-9+ 
@ RL-7767 Stem Leveler | Economizer and Classic II Cabinet Racks 91F103 5.00 
newark.com/new-products PIM_7035 


PIM_5624846 
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Machine HEAVY-DUTY TABLETOP RACKS (CONT.) 
Thread Screw Price Each Panel Space | Price Each 
Mfg. Part No. Size Length Stock No. 1-9+ Mfg. Part No. Height Height Width Depth Stock No. 1-9+ 
Steel, Zinc Desktop, Steel, Grey 
@ 7346 #10-32 15.875mm 06M4902 0.23 @ RCHS1901424LG1 14" 16” 21" 24.5" 09R3221 431.17 
PIM_5512004 Table Top, Steel, Black 
@ RCHS1901724BK1 17.5” 19.5” ral 24.5" 83F9056 451.59 
Racking Shelves @ RCHS1902217BK1 22.75” 24.75" 21" 17.5” 83F9058 298.51 
Lecce Crane 28" 30” 21" 24.5" 14R9964 
Mfg. Part No. Rack U Height Width Depth Stock No. 14+ @ RCHS1902824L.61 : eels 
Ventilated, Sliding @ RCHS1902831LG1 28" 30” 21" 31.5” 50R8583 677.79 
@ SH-2392 2 455mm 451mm 06M4832 127.94 PIM_7066 
PIM_5511999 
HEAVY-DUTY VENTILATED TABLETOP RoHS HAMMOND 
RACKS Compliant MANUFACTURING... 
Panels , - ; ; Available 
- Supplied unassembled, shipped in a flat pack container for Ly 
Price Each handling ease and protection. Simple assembly using 
Mfg. Part No. Rack U Height Height Width Stock No. 1-4+ one bolt in each corner to lock the sides to the top and g = a 
Gre bottom. RCHV Series heavy-duty 16-gauge steel 19” > ml 
y - - table top rack. Includes: 2 pair of accessory rails (for UT 
@ PA-1101-MG 1 1.75 19 91F388 14.69 rear support of heavier equipment), rubber feet, 2 lifting ti MM mM ny 
PIM_5511996 handles and 10-32 clip nuts. Overall height: 2” larger ; HT 
than panel height. Finish: rugged textured powder Wij. 
paint. Solid version available; go online or call. 
a RoHS HAMMOND 
LIGHT-DUTY TABLETOP RACKS cosas HAMMOND 
Light-duty 16-gauge steel economy 19” table top rack. Available 
Rails are fixed both front and rear. Includes rubber feet, 2 - 
lifting handles and 10-32 clip nuts. Panel Space Price Each 
Overall width 21”, overall height 2” Mfg. Part No. Height Height | Width Depth | Stock No. 1-9+ 
over panel space. Finished with a Desktop, Steel, Black 
tugged, textured black powder paint. ; ; = = 
Also available in textured light gray @ RCHV1900817BK1 8.75 8.75 19 17.5 64K2550 364.42 
(RAL7035), go online or call. @ RCHV1901017BK1 10.5” 10.5” 19” 17.5" 86K9163 395.83 
@ RCHV1901417BK1 14" 14" 19” 17.5" 65K1501 408.40 
@ RCHV1901424BK1 14” 14" 19” 24.5" 64K2360 480.65 
@ RCHV1901717BK1 17.5" 17.5” 19” 17.5” 93K7286 420.18 
Panel Space Price Each @ RCHV1901731BK1 17.5" 17.5” 19” 31.5” 93K7290 618.10 
Mfg. Part No. Height Height Width Depth Stock No. 1-9+ @ RCHV1901724BK1 175" 19.5" a 74.5" 93K7288 464.20 
Desktop, Steel, Black @ RCHV1902217BK1 22.715" 2275 | 19 | 175" | 89K7808 | 416.25 
@ RCBS1900313BK1 3.5 : 5.5 : al Ie 83F9025 199.49 @ RCHV1902224BK1 22.75" D215" 19° 245" 80K8265 514.43 
@ RCBS19005136K1 ae ray | 21" | 18"_ (eS @ RCHV1902824BK1 28" 28" 1” | 245° | 82K7665 | 534.06 
@ RCBS1900517BK1 _ ne el ibis 83F9027 217.56 @ RCHV1902831BK1 28" 8" 19° 315" 79K1651 677.79 
@ RCBS1900713BK1 is = ab 13 : 83F9029 210.49 Table Top, Steel, Black 
@ RCBS1900717BK1 ce eee IS) | ects @ RCHV19010248K1 705" 105" | 19 | 245" | 93K7280 | 431.47 
@ RCBS1900813BK1 See ies ul i 83F9032 219.91 Table Top, Steel, Grey 
@ RCBS19010138K1 ue ee et 13” _ [RUSE ome Sao @ RCHV1901717LG1 17.56" tos" | 21 | 175" | 51R3589 | 420.18 
@ RCBS1901017BKt 0s ME |e 17.5" | ERESESOSORS ReZeken @ RCHV 1902824161 28.06" 30" or | 25" | v4apeas7 | 534.06 
@ RCBS1901024BK1 10.5” 12.5” 21" 24.5" 51R3567 325.93 PIM. 89368 
@ RCBS1901213BK1 12.25” 14.25” 21” 13” 83F9038 221.48 = 
@ RCBS1901413BK1 14” 16" 2h: 13" 83F9041 271.74 
HAMMOND 
@ RCBS1901417BK1 14" 16" 21" 17.5" 83F9042 305.51 WELDED OPEN RELAY RACKS MANUFACTURING. 
PIM_7065 LL’ 
RoHS 
HEAVY-DUTY TABLETOP RACKS RoHS _ HAMMOND Osan 
Compliant MANUFACTURING... Available 
Supplied unassembled, shipped in a flat pack container Available 
for handling ease and protection. Simple assembly using [LI 
one bolt in each corer to lock the sides to the top ,— = re 
and bottom. Heavy-duty 16-gauge steel 19” table top ; 
rack and an external width of 21”. Includes: 2 pairs of 
accessory rails (for rear support of heavier equipment), 
rubber feet, 2 lifting handles and 10-32 clip nuts. Overall & 
height: 2” larger than panel height. Finish: rugged Light Duty Heavy Duty 


textured powder paint. Ventilated version available; go 


@ Light (12-gauge steel) and heavy-duty (10-gauge 


0.125” spacing 


online or call. \ steel) versions © No assembly required 
© Front flange drilled and tapped (10-32) EIA 0.5- @ Finished in rugged, textured black powder paint 
For use as a single, free standing unit for sturdy support of standard 19” rack mount devices. 
‘ Price Each 
Panel Space Price Each Mfg. Part No. Height Width Stock No. 1-9+ 
Mfg. Part No. Height Height | Width Depth Stock No. 1-9+ Steel, Heavy Duty 
Desktop, Steel, Black @ DNRR63HDW 69.13 “ 20“ 83F8977 459.45 
@ RCHS1900817BK1 8.75" 10.75" 21" 17.5" 83F9044 322.00 @ DNRR70HDW 76.13 “ 20°“ 91F2181 417.82 
@ RCHS1901017BK1 10.5” 12.5” 21” 17.5” 83F9046 330.64 @ DNRR77HDW 83.13 “ 20" 84F040 501.08 
@ RCHS1901024BK1 14” 12.5” 21" 24.5" 83F9048 431.17 Steel, Light Duty 
@ RCHS1901417BK1 14" 16" 21” 17.5" 83F9050 386.41 @ DNRR42LDW 44.6" 20“ 73€7270 ses 
@ RCHS1901424BK1 14° 16” 21" 24.5" 83F9052 431.17 @ DNRR70LDW 72.6“ 20° 95F2524 a 
@ RCHS1901717BK1 17.5” 19.5” 21" 17.5" 83F9054 400.54 @ DNRR77LDW 79.6“ 20“ 95F2525 nee 
@ RCHS1902224BK1 22.75” 24.75" 21" 24.5" 83F9060 514.43 Accessory 
@ RCHS1902817BK1 28" 30” 21" 17.5" 83F9061 488.51 For Use Price Each 
@ RCHS1902824BK1 28" 30” 21" 24.5" 83F9063 534.06 Mfg. Part No. Type With Stock No. 1-1-9+ 
@ RCHS1902831BK1 28” 30” 21" 31.5” 74K2698 677.79 @ 1424T Light Duty Dolly DNRR_HD Series Cabinet Racks 50B9998 322.79 
PIM_17752 
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LIGHT DUTY KNOCKDOWN STEEL RACKS 
@ Fabricated in 12-gauge steel 

@ Rugged textured black powder paint finish 
@ Base punched to accept 4 casters 


bb’ 


HAMMOND 
MANUFACTURING... 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


RACK MOUNT INSTRUMENT CHASSIS 


Features: 


® Strong but lightweight aluminum construction: 0.125” thick panel sides, 
0.062” thick top and bottom panel 


HAMMOND 
MANUFACTURING.. 


© Front flange drilled and tapped (10-32) with universal EIA 
(5/8-5/8-1/2 in.) spacing 

© Weight load tested (DNRR1984LDK) to 800 Ibs 

The DNRR series open frame relay racks are suitable for use 

as a single, free standing unit for sturdy support of standard 19” 

rack mount devices. These knockdown racks are shipped in a flat 


RoHS 
Compliant 
Available 


(—— 


© Features 17” wide usable space 

@ Easy to assemble, hardware included 

© Interchangeable front and rear panels, 1 white 
and 1 black 

Options: 

@ RMCS - Solid Top/Bottom 


RoHS 
Compliant 
Available 


pack container for easy handling and shipping protection. © RMCV - Vented Top/Bottom 17” Width Only) 
Accessories: @ RMP - Internal Aluminum Chassis Panel 
@ RMCP - Front & Rear Replacement Panels (Full 
Price Each 
Price Each Mfg. Part No. Rack U Height Height | Width Depth Stock No. 1-9+ 
Mfg. Part No. Height Width Stock No. 1-94 Black 
Steel @ RMCS19018BK1 1 1.75“ 17" 8" 02C7231 103.23 
@ DNRR1942LDK 5" 20° 8904370 232.48 @ RMCV19018BK1 1 1.75 : 17 : 8 02C7238 113.55 
@ DNRR1963LDK 66" 20° 3904371 265.46 @ RMCS190113BK1 1 1.75 : 17 : 13 : 02€7230 122.66 
@ DNRRI970LDK 73" 20" 8904373 281.95 @ RMCV190113BK1 1 Ete: 17 : = 02C7237 133.62 
@ DNRR1977LDK 80“ 20° 8904375 296.09 @ RMCS19038BK1 2 3.5 17 8 02C7232 115.38 
PIM_90402 @ RMCV19038BK1 2 3.5“ 17“ 8" 0207240 126.90 
- @ RMCS190313BK1 2 3.5“ 17° 13“ 97B1350 145.74 
iiAAMOND @ RMCV190313BK1 2 3.5 “ 17° 13“ 02€7239 149.61 
HEAVY DUTY KNOCKDOWN STEEL RACKS RAMIMOND | “@ RNCV1905198K1 5 2a =—_ 0... 
© Fabricated in 10-gauge steel @ RMCS190513BK1 3 5.25" de 13" 97B0932 | 155.88 
@ Rugged black powder paint finish LL’ ry @ x . 
e Front and rear flange drilled and tapped (10-32) are @ RMCV190713BK1 4 7 17 13 0207241 | 137.32 
with universal EIA (5/8-5/8-1/2 in.) spacing Gepsinpiat @ RMCS190713BK1 4 a a7 13" 0207233 178.53 
@ Recommended maximum weight (DNRR84HDKB Available @ RMCS190813BK1 5 8.73" 17" 13° 97B2504 215.37 
tested) - 1,200 pounds @ RMCV190813BK1 5 8.75" 17" 13" 0207242 | 236 
DNRR series open frame relay racks are suitable for — - - 90 
use as a single, free standing unit for sturdy support of @ RMCV191015BK1 6 10.5 17 15 0207244 258.74 
standard 19” rack mount devices. These knockdown @ RMCS191015BK1 6 10.5“ 17% 15“ 99B2644 235.22 
racks are shipped in a flat pack container for easy 
handling and shipping protection. PIM_60179 
Panels 
Price Each 
Mfg. Part No. Rack U Height Height Width Stock No. 1-9+ 
Black 
Price Each @ RMCP1BK 1 1.75" 16.76 “ 8907840 16.76 
Mfg. Part No. Height Width Stock No. 1-9+ @ RMCP3BK 2 3.5“ 16.76 “ 8907842 19.86 
Steel @ RMCP5BK 3 5.25 “ 16.76 “ 8907843 23.72 
@ DNRR70HDKB 76.13 “ 20.56 * 50H3863 417.04 @ RMCP7BK 4 7“ 16.76 “ 8907844 27.61 
@ DNRR84HDKB 90.13 “ 20.56 “ 50H3866 442.17 Unfinished 
PIM_147118 @ RMP1908 1 0.5 “ 16.7“ 0207248 37.46 
@ RMP1915 6 0.5“ 16.7“ 0207249 45.02 
TABLE TOP OPEN RELAY RACK HAMMOND @ RMP1913 6 0.5“ 16.7" 97B0930 41.03 
© 14 gauge steel, heavy duty construction MANUFACTURING... White 
© Supplied unassembled (4 pieces) LL’ @ RMCP3CG 2 3.5“ 16.76 “ 81H3117 19.86 
© Shipped in a flat pack container for protection and ease = = 
of handling RoHS ; @ RMCP5CG 3 5.25 16.76 81H3118 23.72 
@ Rails are round hole punched for 10-32 clip nuts ouelem PIM_5470313 
@ Includes hardware, 4 rubber feet and 10-32 clip nuts 
@ Finished in textured black powder paint 
ECONOMY CABINET RACKS HAMMOND 
© Standard 19” panel width (21.34 overall) MANUFACTURING: 
© Four infinitely adjustable (front to back) combination rack mount rails, drilled LL’ 
and tapped for 10-32 screws (full EIA spacing) and four 
leveling feet Hie fant 
@ Heavy-duty 16-gauge steel top, bottom and sides Available 
@ 10-gauge steel rails finished in zinc plating 
© Rugged, textured light gray or black (RAL 7035) 
- powder paint 
: | Price Each Shipped in a flat pack container for damage-free receipt. 
Mfg. Part No. Height Width Stock No. 1-9+ Simple assembly using one bolt in each corner to lock the 
Steel sides to the top and bottom. Order solid and louvered doors 
@ RRTT1921BK1 m* 19" 8409871 150.80 & casters separately; go online or call. 
@ RRTT1928BK1 28 “ 19° 8409872 163.36 od 
PIM_72213 * 
Price Each 
RAIL-MOUNTED DUAL MODEM SHELF HAMMOND Mfg. Part No. U Height Height Width Depth Stock No. 1-9+ 
MANUFACTURING. Steel, Black Textured 
LL’ @ REFK1903517BK1 20U 40.19” 21.34" 17.5" 50H5154 = 
RoHS @ REFK1903524BK1 20U 40.19” 21.34” 24.5” 48F3994 os 
Geesinpiat @ REFK1903531BK1 20U 40.19” 21.34” 31.5” 25C3664 ae 
@ REFK1904217BK1 24U 47.19" 21.33" 17.5" 73C6602 = 
@ REFK1904224BK1 24U 47.19" 21.34" 24.5" 48F3995 = 
Kgs. parting -DNDMG diel wiodem shalt ws fontand iembd 49° rel seared @ REFK1904231BK1 24U 47.19” 21.34" 31.5” 09H1693 = 
ig. part no. ual modem shelf permits front and rear access to modems on 19” relay racks. Forme = ; ; ; 
16-gauge steel construction. Overall 19.5” deep. Uses 3.5” (2U) of vertical panel space. Rugged, textured black @ REFK1904924BK 1 28U 54.19 21.34 24.5 48F3996 cai 
powder paint finish. Requires mounting hardware, go online or call. @ REFK1904931BK1 28U 54.19” 21.34" 31.5" 50H5161 932.85 
Price Each @ REFK1905624BK1 32U 61.19” 21.34" 24.5" 48F3997 eis 
Mfg. Part No. Rack U Height Width Depth Stock No. 1-9+ @ REFK1906324BK1 36U 68.19” 21.34" 24.5” 48F3998 = 
@ DNDMS19BK1 2 483mm 495mm 16F2884 100.13 @ REFK1907031BK1 40U 75.19” 21:33? 31.5” 50H5175 = 
FIMLTZo4 > CONTINUED > 
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ECONOMY CABINET RACKS (CONT.) LOUVERED DOORS (CONT.) 
Price Each Price Each 
Mfg. Part No. U Height Height Width Depth Stock No. 1-9+ Mfg. Part No. Height Width Stock No. 1-9+ 
Steel, Black Textured Steel, Grey 
@ REFK1907024BK1 40U 75.19" 21.34" 24.5” 48F3999 = @ RSDL19035LG1 34.75” 18.84” 08R4722 172.00 
@ REFK1907724BK1 44U 82.19" 21.34" 24.5" 98B5247 = @ RSDL19042LG1 41.75” 18.84” 51R3651 195.56 
Steel, Light Gray Textured @ RSDL19049LG1 48.75” 18.84” 35R2841 238.76 
@ REFK1903517LG1 20U 40.19" 21,33" 17.5” 51R3607 —- @ RSDL19070LG1 69.75" 18.84” 50P9362 282.73 
@ REFK1903524LG1 20U 40.19" 21.33” 24.5” 51R3608 a PIM_18735 
@ REFK1903531LG1 20U 40.19" 21.33" 31.5” 08R4361 — 
@ REFK1904217LG1 24U 47.19" 21.33" 17.5" 51R3609 - MEDIUM-DUTY CASTERS fois i, HAMMOND 
@ REFK1904224LG1 24U 47.19" 21.33” 24.5” 25R4071 ees ; : : L Availabe MANUFACTURING... 
re Medium-duty casters feature ball-bearing swivel and 2 
@ REFK1904231LG1 24U 47.19 21.33 31.5 34R2193 eee diameter hard-composition gray wheels with a small footprint 
@ REFK1904924LG1 28U 54.19” 21.33” 24.5" 51R3611 = (2.125 x 15//16" hole mounting pattern). 600-lb. capacity per 
“@REFKi904031LG1 | 28U | 54.19" | 2133" | 315" | 35R200 | set. For use with REFK series knockdown cabinet racks only. 
- - - Sold in package of 4. 
@ REFK1907024LG1 40U 75.19” 21.33” 24.5" 50P9355 = 
PIM_18731 
RSDF SERIES SOLID DOORS HAMMOND 
MANUFACTURING... 
RSDF series are flush mount doors with reversible right LL’ 
or left opening (by inverting door). Features lockable Price per 
latch, magnetic catch, and spring-loaded hinge pins RoHS ; Pk 
for instant installation or removal. Allows full access to poriant . Carrying pg 
space between panel rails when open. Finish matches Mfg. Part No. Diameter Capacity Stock No. 1-9+ 
REFK series racks in the same rugged, textured black @ 1425PHD 2* 800 Ib 78K5671 49.93 
powder paint. Light gray textured powder paint (RAL PIM 78695 
7038). z 
WELDED RACK FRAMES HAMMOND 
H d Ided rack (1500Ib load ROTM 
© Heavy-duty welded racl even loa 
rating) bh’ 
@ 14-gauge steel frame 
© Standard 19” panel width (23” overall) S Getimoiat 
© Unit is shipped as welded frame only with four Available 
leveling feet 
Price Each © Finished in rugged, textured powder paint | 
Mfg. Part No. Height Width Stock No. 1-94 NOTE: panel rails are NOT included 
Steel, Black | 
@ RSDF19035BK1 34.75" 18.84” 48F4000 170.43 
@ RSDF19042BK1 41.75" 18.84” 48F4001 193.21 
@ RSDF19049BK1 48.75" 18.84” 48F4002 226.98 
@ RSDF19056BK1 55.75” 18.84” 48F4003 242.69 a 
@ RSDF19063BK1 62.75” 18.84” 48F4004 267.03 ee. 
@ RSDF19070BK1 69.75" 18.84” 48F4005 284.30 
@ RSDF19077BK1 76.75" 18.84” 8409873 192.06 Price Each 
Steel, Grey Mfg. Part No. U Height Height Width Depth Stock No. 1-9+ 
@ RSDF19035LG1 34.75” 18.84” 51R3643 170.43 ‘Steel,Black 
@ RSDF19042LG1 41.75" 18.84" 51R3644 193.21 © C2F193523BK1 20U 42.31" 23" 23.5" 29C8368 720.99 
@ RSDF19049LG1 48.75" 18.84" 51R3645 226.98 @ C2F193531BK1 20U 42.31" 23” 31.5" 7108961 758.69 
@ RSDF19070LG1 69.75" 18.84" 50P9359 184.92 © C2F194223BK1 24U 49.31" 23" 23.5" 14€3475 746.12 
PIM_18734 @ C2F194231BK1 24U 49.31” 23” 31.5" 50H3654 785.38 
@ C2F195623BK1 32U 63.31” 23” 23.5" 8305905 785.38 
@ C2F196323BK1 36U 70.31” 23° 23.5” 50H3665 824.65 
LOUVERED DOORS HAMMOND 
MANUFACTURING... @ C2F196331BK1 36U 70.31" 23” 31.5" 6807169 863.92 
RSDL series are flush mount louvered doors, LL’ @ C2F197023BK1 40U 77.31" 23" 23.5" 0106952 863.92 
opening right-hand only with louvers facing down. © C2F197031BK1 40U 77.31" 23" 315" 317021 903.19 
Features lockable latch, magnetic catch, and spring- RoHS _ - - - 
loaded hinge pins for instant installation or removal. rel @ C2F197036BK1 40U 77.31 23) 36 29C3627 942.46 
Allows full access to space between panel rails @ C2F197823BK1 45U 86.06" 23" 23.5" 25C6362 879.63 
when open. Finish matches REFK series racks in > 7 7 
the same rugged, textured light gray or black (RAL @ C2F197831BK1 45U Bane 23 315 7309125 912.14 
7035) powder paint. @ C2F197836BK1 45U 86.06” 23” 36” 50H3669 911.04 
PIM_90392 
TAPPED RAILS HAMMOND 
© Drilled and tapped (10-32) MANUFACTURING. 
@ Heavy duty 10-gauge steel construction 
@ Full ElA hole centers (5/8 - 5//8 - 1//2 inch 
spacing) Compliant 
@ Bolts vertically into rack to amhal struts ‘Available 
Price Each © Strut mounting hardware for both rails included 
Mfg. Part No. Height Width Stock No. 1-9+ Time saver rails are stamped and numbered in 1U 
Steel, Black (1.75”) increments. Zinc plated finish. Rear of rail 
: flanged for rear support or accessory mounting. 
@ RSDL19035BK1 34.75” 18.84” 48F4006 172.00 NOTE: Sold in alts. . . 
@ RSDL19042BK1 41.75" 18.84” 48F4007 195.56 
@ RSDL19049BK1 48.75" 18.84” 48F4008 238.76 - 
@ RSDL19056BK1 55.75” 18.84” 48F4009 249.76 Bed) 
@ RSDL19063BK1 S218 ber 48F4010 270.95 Mfg. Part No. Height Width Stock No. cone 
@ RSDL19070BK1 69.75 18.84 48F4011 282.73 @ CCR42TZPL 4.067m 62.23mm 31M8377 117.80 
@ RSDL19077BK1 76.75 18.84 8409874 304.73 © CCRA9TZPL 1.245m 62.23mm 31M8378 126.21 
@ CCRS56TZPL 1.422m 62.23mm 31M8379 143.04 
> CONTINUED > > CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


TAPPED RAILS (CONT.) RACK TOPS B ings 

Price per 

Pkg. 
Mfg. Part No. Height Width Stock No. 1-9+ RoHS 
@ CCR63TZPL 1.6m 62.23mm 31M8380 151.46 Ose 
@ CCR70TZPL 1.778m 62.23mm 31M8381 145.30 
@ CCR78TZPL 2m 62.23mm 31M8382 164.93 
@ CCR22TZPL §77.85mm 62.23mm 50H3518 88.35 
@ CCR35TZPL 889mm 62.23mm 31M8376 109.38 
PIM_90398 
Solid Top Vented Top 
Features: : © VLG - Vented Top Panel (Light Grey) 

SIDE PANELS HA eG: @ 14-gauge steel construction © VCEBK - Vented Top Panel with 3x 3.5” Cable 


© Supplied with mounting hardware 

© Finish matches C2 series rack frames in the same 
tugged, textured powder paint 

Options: 

© SBK - Solid Top Panel (Black) 

@ SLG - Solid Top Panel (Light Grey) 


Entry Holes (Black) 

@ VCELG - Vented Top Panel With 3x 3.5” Cable 
Entry Holes (Light Grey) 

@ RBK - Raised Top Panel. Allows passive cooling 
and protects from falling debris (Black) 

@ RLG - Raised Top Panel. Allows passive cooling 


@ 16-gauge steel construction 

© Panels fit flush with frame 

@ Finished in a rugged, textured powder paint 
Feature quick release quarter turn fasteners (four per 
side) with internal latching provision. NOTE: Sold in 


RoHS _ 
Compliant 
Available 


packaged pairs. 


@ VBK - Vented Top Panel (Black) 


and protects from falling debris (Light Grey) 
Used on racks where protection from dust or falling objects is required. 


Price Each 
Mfg. Part No. Height Width StockNo. | 1-9% 
Black 
@ C2T1923SBK1 15“ 20° 01C6954 51.45 
@ C2T1923VBK1 15“ 20° 3002478 52.32 
@ C2T1923RBK1 15“ 20° 50H3737 212.06 
@ C2T1923VCEBK1 15“ 20° 50H3738 70.62 
Price per @ C2T1931VCEBK1 20“ 23.75 “ 50H3745 89.20 
Pkg. @ C2T1931VBK1 20" 23.75 “ 97B4201 81.62 
Mfg. Part No. Rack U Height Height Width Stock No. 1-9+ @ C2T1931SBK1 20° 23.75 “ 98B6053 61.04 
Beige @ C2T1936VBK1 20“ 28.25 * 293590 91.72 
@ CSP4231CG1 24 41.938 * 27.937 * 31M1144 = @ C2T1936SBK1 20° 28.25 “ 50H3758 70.62 
@ CSP6331CG1 36 62.938 * 27.937 * 31M1156 = @ C2T1936VCEBK1 20" 28.25 “ 50H3759 117.80 
@ CSP7031CG1 40 69.938 “ 27.937 * 31M1160 = @ C2T1931RBK1 23" 31.5" 50H3744 233.26 
@ CSP7823CG1 45 78.688 * 20.062 * 31M1164 = @ C2T1936RBK1 23“ 36“ 50H3756 245.04 
Black Grey 
@ CSP3531BK1 20 31.438 * 27.987 31M1138 251.33 @ C2T1923SLG1 15* 20° 51R2801 51.45 
© CSP3536BK1 20 34.938 “ 32.437 “ 31M1140 286.66 @ C2T1923VCELG1 15“ 20° 51R2802 70.62 
@ CSP3523BK1 20 38.438 “ 20.062 “ 31M1136 219.91 @ C2T1923VLG1 15“ 20° 51R2803 52.32 
@ CSP4223BK1 24 41,938 * 20.062 * 1403476 235.62 @ C2T1931SLG1 20° 23.75 * 51R2810 61.04 
@ CSP4231BK1 24 41.938 * 27.937 * 31M1143 306.30 @ C2T1931VCELG1 20" 23.75 “ 51R2811 89.20 
© CSP4923BK1 28 48.938 “ 20.062 “ 31M1145 290.59 @ C2T1931VLG1 20° 23.75 “ 51R2812 81.62 
@ CSP4931BK1 28 48.938 * 27.937 * 31M1147 329.86 @ C2T1936SLG1 20" 28.25 * 51R2818 70.62 
© CSP5623BK1 32 55.938 * 20.062 * 31M1149 353.42 @ C2T1936VCELG1 20° 28.25 * 51R2819 107.70 
@ CSP5631BK1 32 55.938 “ 27.937 “ 31M1154 416.25 @ C2T1936VLG1 20° 28.25 “ 51R2820 95.93 
© CSP6323BK1 36 62.938 * 20.062 * 31M1153 400.54 @ C2T1923RLG1 23° 23.62 “ 51R2800 212.06 
@ CSP6331BK1 36 62.938 * 27.937 * 31M1155 447.67 @ C2T1931RLG1 23 31.5" 51R2809 233.26 
@ CSP7023BK1 40 69.938 * 20.062 * 31M1157 420.18 @ C2T1936RLG1 23“ 36“ 51R2817 245.04 
@ CSP7031BK1 40 69.938 “ 27.937 * 31M1159 471.23 PIM_90389 
@ CSP7036BK1 40 69.938 * 32.437 “ 31M1161 510.50 
© CSP7823BK1 45 78.688 * 20.062 “ 31M1163 455.52 RACK 10” FAN TOPS HAMMOND 
© CSP7831BK1 45 78.688 “ 27.937 31M1165 507.62 MANUFACTURING. 
@ CSP7836BK1 45 78.688 “ 32.437 “ 31M1166 526.21 
@ CSP8523BK1 49 85.688 “ 20.062 “ 31M1168 463.38 _ 
@ CSP8536BK1 49 85.688 * 32.437 “ 31M1170 565.48 Gee sinpiat 
Grey a 
@ CSP3523LG1 20 34.94 * 20.06 “ 51R2628 219.91 co US 
@ CSP3531LG1 20 34.94 * 27.937 * 51R2629 251.33 
@ CSP3536LG1 20 34.94 * 32.437 “ 51R2630 286.66 Gptionst i abe 
@ csP42231G1 7 41938" |_20.062" oiR255 235.62 © F10BK - Fan Top with Ten (10) Inch Fan (Black) © FLG4- Fan top for use with Four (4) Inch Fans 
@ CSP4231LG1 24 41.938 * 27.937 * 51R2632 306.30 - Includes quantity 1 - 10", 550 CFM, 115 V 50/60 (Light Grey) 
AS TES) ae soe z eyes z SIRISS eenisy Includes 10 inch, 550CFM, 115V, 50/60HZ AC fan 35W thermal protected motor. Ball bearing construction with 
@ CSP4931LGI 28 48.938 27.937 51R2635 329.86 3 plastic blades. Fans are pre-wired, installed and complete with 5-foot cord and plug. Top and bottom finger 
@ CSP5623LG1 32 55.938 * 20.062 “ 09R2194 353.42 guards included. Airflow exhausts the rack out of the top. 
@ CSP5631LG1 32 55.938 * 27.937 * 51R2637 416.25 Part Number Description Number of 
© CSP6323LG1 36 62.938 * 20.062 “ 51R2639 400.54 Fan Holes 
@ CSP6331LG1 36 62.938 “ 27.937 * 51R2640 447.67 C2T1923FBK1 FAN TOP 19X23 4 
@ CSP7023LG1 40 69.938 * 20.062 “ 51R2641 420.18 C2TAQSIFEKY FAN TOP 19X34 8 
© CSP7031LG1 40 69.938° | 27.937" 51R2642 | 471.23 CenleseE BK FAN TOP 19X36 
© CSP7036L61 10 69.938" 30.437" S1R2643 TREO C2T1929FLG1 FAN TOP 19X23 Light Gray 
© CSP7823LG1 45 78.688" | 20.062" 51R2644. | 455.52 C2UTas1FLGH FAN TOP 19X34 
@ CSP7831LG1 45 78.688 “ 27.937 * 51R2645 502.65 CATISSEFLGI PAN'TOR 1943 
@ CSP8523LG1 49 85.688 “ 20.062 “ 51R2647 463.38 
@ CSP8536LG1 49 85.688 * 32.437 “ 51R2649 565.48 
PIM_90394 


1.800.463.9275 © newark.com 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. @ Indicates ROHS Compliant | Find Datasheets Online 


CABINETS & RACKS 


RACK 10” FAN TOPS (CONT.) INSIDE BASE CASTERS (CONT.) 
No. of Flow Supply Price Each Price per 
Mfg. Part No. Fans Rate Voltage Stock No. 1-9+ Carrying Pkg. 
Ball, Black, 10” Fan, Cable Entry Holes Not Included Mfg. Part No. Diameter Capacity Stock No. 1-9+ 
@ C2T1923F10BK1 1 550cu. ft/min 115VAC 50H3730 251.33 @ 14258 3° 360 Ib 94F4790 = 
@ C2T1931F10BK1 1 550cu.ft/min 115VAC 3909129 188.97 @ 1425BM 3° 700 Ib 66F8038 76.73 
© C2T1936F 10BK 1 1 550cu.ft/min TISVAC 50H3748 282.73 @ 1425BH 3° 1050 Ib 83F9206 147.26 
PIM_90396 PIM_7198 
RACK 4.7” FAN TOPS pavnonp . _-_- LOUVERED DOORS /MANUPACTURING.. 


RoHS RoHS - 
3 Compliant Gee tingian 
‘ Available Available 


Includes 4 long life, ball bearing , 115V, 50/60Hz AC, 100CFM fans. Finger guards are punched into top panel 


and bottom of fan top. Fans are pre-wired, installed and complete with 3-foot cord and plug. 
*With Built In - Adjustable Thermostat 
Briceleacn Flush mount louvered doors, opening right-hand only with louvers facing down. Feature lockable latch, magnetic 
No. of Flow Supply "catch, and spring-loaded hinge pins for instant installation or removal. Allows full access to space between panel 
Mfg. Part No. Fans Rate Voltage Stock No. 1-9+ rails when open. Finish is rugged, textured powder paint. 
Ball, Power Cord, 4” Fan, Black, Fan Top 19X23, No Thermostat Bicoeacn 
© C2T1923F4BK1 : Aoeuu tir JISVAC SIE 298.44 Mfg. Part No. Height Width StockNo. [1-9 
Ball, Power Cord, 4” Fan, Black, Fan Top 19X31, No Thermostat Steel, Black 
@ C2T1931F4BK1 4 100cu. ft/min 115VAC 7303888 298.44 @ CDF1935LBK1 34.75” 49,33” 50H3519 211.27 
Ball, Power Cord, 4” Fan, Black, Fan Top 19X36, No Thermostat @ CDF1942LBK1 41.75” 19.33” 83F8969 250.54 
@ C2T1936F4BK1 4 100cu.ft/min 115VAC 50H3752 314.15 @ CDF1956LBK1 55.75" 19.33" 50H3525 300.80 
PIM_90395 @ CDF1963LBK1 62.75” 19.33” 83F8973 320.43 
———— eS @ CDF1970LBK1 69.75” 19.33” 83F8975 353.42 
RACK BOTTOMS HAMMOND @ CDF1978LBK1 78.5" 19.33” 3002477 406.04 
MANUFACTURING. “Steet Grey 
Ly @ CDF1942LLG1 41.75" 19.33" 51R2529 250.54 
RoHS @ CDF1963LLG1 62.75” 19.33” 51R2535 320.43 
Gop einsiat @ CDF1970LLG1 69.75" 19.33" 51R2536 353.42 
@ CDF1978LLG1 78.5" 19.33" 51R2540 406.04 
PIM_18128 
Features: Options: SOLID DOORS HAMMOND 
@ 14-gauge steel construction © BPS - Solid Bottom , a. ; MANUFACTURING. 
© Supplied with mounting hardware © BPCE - Micro Cell Flush mount doors with reversible right or left opening (by LL’ 
© Finish matches C2 series rack frames in the same, @ BK - Black Color inverting door). Features lockable latch, magnetic catch, 
rugged textured powder paint @ LG- Light Grey Color and spring-loaded hinge pins for instant installation or RoHS i 
Price Each removal. Allows full access to space between panel rails Ayalohie 
[Price Each —__ when open. Finish is rugged, textured powder paint. 
Mfg. Part No. Height Width Stock No. 1-9+ 
Black 
@ C2BPS1923BK1 11.5“ 17.69 “ 0106956 48.83 
@ C2BPCE1923BK1 11.5" 17.69 “ 50H3639 72.13 
@ C2BPCE1931BK1 18.5 “ 17.69 “ 29C6526 86.43 
@ C2BPS1931BK1 18.5“ 17.69 “ 91B1307 61.04 
Grey 
@ C2BPCE1923LG1 17.69“ 11.54" §1R2737 72.13 
@ C2BPS1923LG1 17.69 “ 11.54“ §1R2738 48.83 
@ C2BPCE1931LG1 17.69 “ 18.5 ° 10R2059 86.43 Price Each 
@ C2BPS1931LG1 17.69" 18.5 * 51R2739 61.04 Mfg. Part No. Height Width Stock No. 1-9+ 
PIM_90393 Steel, Black 
@ CDF1935SBK1 34.75" 19.33" 50H3520 200.28 
INSIDE BASE CASTERS HAMMOND @ CDF1942SBK1 41.75" 19.33" 83F8971 250.54 
MANUFACTURING.“ @ CDF1956SBK1 55.75" 19.33" 50H3527 279.59 
[LI @ CDF1963SBK1 62.75" 19.33" 83F8974 310.22 
RoHS @ CDF1970SBK1 69.75" 19.33" 83F8976 353.42 
Compliant F 7 
ee Reale @ CDF1978SBK1 78.5 19.33 1909844 364.42 
Steel, Grey 
@ CDF1963SLG1 62.75" 19.33” 10R2060 310.22 
@ CDF1970SLG1 69.75" 19.33” 51R2537 353.42 
@ CDF1978SLG1 78.5” 19.33” 51R2541 364.42 
No drilling required; mount into existing holes in racks. Swivel, ball bearing units and hard composition type PIM. 18127 


wheels. Add only 0.75” to height of cabinet by fitting up inside base of rack. 
Sold in package of 4. 
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HAMMOND 
MANUFACTURING... 


RoHS _ 
Compliant 
Available 


HEAVY-DUTY WELDED RACKS 


Light Gray 
@ 1500 Lb. even load rating © One solid flush mount door 
© Standard 19” panel width (23” Overall) © Solid top and four leveling feet 
@ Removable side panels (1/4-Turn Latches) @ Heavy-duty 14-gauge steel frame 
Four infinitely adjustable, 10-gauge steel, zinc @ 16-gauge steel side panels 
plated combination rack mount rails @ Rugged, textured powder paint 
© Drilled and tapped 10-32 (full EIA spacing) @ Shipped complete: no assembly required. 
Price Each 
Mfg. Part No. U Height Height Width Depth Stock No. 1-9+ 

Steel, Black 
@ C2RR194231BK1 24U 49.31” 23” 31.5” 83F8963 4540.00 
@ C2RR196323BK1 36U 70.31" 23" 23.63" 83F8965 1806.38 
@ C2RR196331BK1 36U 70.31” 23" 31.5” 83F8966 1924.19 
@ C2RR197031BK1 40U 77.31" 23” 31.5” 83F8968 2002.73 
@ C2RR197831BK1 45U 86.06" 23" 31.5” 50H3718 2120.54 
Steel, Light Gray 
@ C2RR194231LG1 24U 49.31" 23" 31.5" 05R6249 1649.31 
@ C2RR196323LG1 36U 70.31” 23" 23.63" 05R6250 1806.38 
@ C2RR196331LG1 36U 70.31” 23" 31.5” 05R6251 1924.19 
@ C2RR197031LG1 40U 77.31" 23" 31.5” 05R6253 2002.73 
@ C2RR197831LG1 45U 86.06" 23" 35? 05R6255 2120.54 
PIM_7196 
VENTED AND UNVENTED FIXED SHELVES HAMMOND 

Te 


RoHS — 
Compliant 


= A 


RFVS and RFUS series shelves attach to both pairs of 19” rack rails (on the accessory flange). RFVS series 
(vented style) provides a sturdy shelf without obstructing upward heat movement. Shelves are side slotted for 
easy adjustment with most rail locations. Includes mounting hardware. Finish: rugged textured powder paint. 
14-gauge steel construction. Weight load tested to 350 Ibs. Color: black. 


Price Each 

Mfg. Part No. Width Depth Stock No. 1-9+ 
Solid 
@ RFUS1918BK1 483mm 457mm 84F063 69.76 
@ RFUS1921BK1 483mm 533mm 84F064 74.11 
@ RFUS1926BK1 483mm 660mm 84F065 84.15 
@ RFUS1931BK1 483mm 787mm 73C7865 92.57 
Vented 
@ RFVS1918BK1 483mm 457mm 84F061 74.11 
@ RFVS1921BK1 483mm 533mm 91F2190 78.48 
@ RFVS1926BK1 483mm 660mm 84F062 92.57 
@ RFVS1931BK1 483mm 787mm 2709239 105.18 
PIM_6999 
*ZERO SPACE” FIXED VENTED SHELVES ANON Mie 


— 


RoHS 
Compliant 
Available 


© Rugged textured black powder paint finish © Mounts on two pairs of panel rails (front and back) 
© No obstruction to front panel space or equipment @ Includes all mounting hardware 

The RZVS series are heavy duty, 14 gauge steel shelves which are vented to provide improved upward heat 
movement. Shelves require no front rail mounting or front rack space. Rear lip is covered with a rubber channel 
to avoid equipment scratching and cable chaffing. Rear lip also folds up for extra strength and acts as a rear 
equipment retainer. Sides are slotted for easy adjustment and fold up for easy hardware installation. Includes 
two equipment stops which can be fastened anywhere on the shelf. 
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CABINETS & RACKS 


*ZERO SPACE” FIXED VENTED SHELVES (CONT.) 


Price Each 
Mfg. Part No. Width Depth Stock No. 1-9+ 

@ RZVS1918BK1 451mm 457mm 34M4596 88.35 

@ RZVS1921BK1 451mm 533mm 03M5409 95.93 

@ RZVS1926BK1 451mm 660mm 01M6689 106.02 

@ RZVS1931BK1 451mm 787mm 34M3118 114.43 
PIM_90528 

UNVENTED & VENTED SLIDING SHELVES HAMMOND 

MANUFACTURING... 


RoHS 
Compliant 
Available 


Shelves include heavy-duty ball bearing slides that attach to the front and rear of both pairs of 19” rack rails. 
Vented shelves provides a sturdy shelf without obstructing upward heat movement. 14-gauge steel construction. 
Weight load tested to 120 Ibs. Includes mounting hardware. Color: black. 
Price Each 

Mfg. Part No. Rack U Height Width Depth Stock No. 1-9+ 
Solid 
@ RSUS1918BK1 1 480mm 460mm 1800606 145.94 
@ RSUS1921BK1 1 480mm 533mm 18C0610 163.36 
@ RSUS1926BK1 1 480mm 663mm 1800613 172.00 
@ RSUS1931BK1 1 480mm 787mm 84C9875 189.28 
Vented 
@ RSVS1931BK1 1 423mm 787mm 84C9876 189.28 
@ RSVS1918BK1 1 480mm 460mm 1800626 156.29 
@ RSVS1921BK1 1 480mm 533mm 1800644 163.36 
@ RSVS1926BK1 1 480mm 663mm 1800646 172.00 
PIM_59871 
RAIL-MOUNTED SHELVES ANON ii = 


RoHS _ 
Compliant 
Available 


Features formed 14-gauge steel construction. Mounts to front rail either as an internal shelf or external shelf/ 


work area. Shelves are 17.5” wide. Available in either vented or unvented. Finished in rugged, textured black 
powder paint. Requires mounting hardware, go online or call. 
Price Each 

Mfg. Part No. Rack U Height Width Depth StockNo. | 1-9+ 
Solid 
@ RASU190107UBK1 1 482.6mm 177.8mm 62R9530 46.22 
@ RASU190115BK1 1 482.6mm 381mm 93K6188 63.65 
@ RASU190315BK1 2 482.6mm 381mm 93K6189 65.39 
@ RASU190320BK1 2 482.6mm 508mm 93K6190 75.86 
@ RASU190515BK1 3 482.6mm 381mm 91F2183 67.14 
@ RASU190520BK1 3 482.6mm 508mm 8907814 79.10 
@ RASU190715BK1 4 445mm 381mm 93K6191 83.30 
@ RASU190720BK1 4 445mm 508mm 84K7631 94.25 
Vented 
@ RASV190115BK1 il 482.6mm 381mm 93K6192 67.14 
@ RASV190120BK1 1 482.6mm 508mm 85K9119 70.62 
@ RASV190315BK1 2 482.6mm 381mm 93K6193 Hiro) 
@ RASV190320BK1 2 482.6mm 508mm 93K6194 77.60 
@ RASV190515BK1 3 482.6mm 381mm 95F2528 70.62 
@ RASV190520BK1 3 482.6mm 508mm 85C3125 77.60 
@ RASV190715BK1 4 445mm 381mm 93K6195 77.60 
@ RASV190720BK1 4 445mm 508mm 74K3069 78.25 
PIM_7068 
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FIXED/PULL-OUT CHASSIS SHELVES 


HAMMOND 
MANUFACTURING... 


RoHS _ 
Compliant 
>) Available 


Can be used as a permanently mounted support shelf or as a pull-out chassis. Will also accept RSLIDE 
equipment slides for pull-out applications; go online or call. Mounts on two pairs of mounting rails (front and 
back). 18-gauge steel shelf and 14-gauge brackets. Shelf is 16.8” wide and 0.5” high. Finish: smooth white 
powder paint. Load capacity: 85 Ibs. 


@ Indicates RoHS Compliant | Find Datasheets Online 


RAIL-MOUNTED ADJUSTABLE SHELVES (CONT.) 


The DNRMA series adjustable shelves are constructed of 14 gauge steel. They mount to panel rails using 5.25” 
(3U) of vertical panel space and 19” of horizontal pane! space. Movable side brackets allow mounting inside 


or outside of rack at four different depths. Suitable for open relay racks and racks where panel mounting is 
available. Finished in rugged black textured powder paint. Mounting hardware required. 
Price Each 
Mfg. Part No. Rack U Height Width Depth Stock No. 1-9+ 

@ DNRMA1916BK1 3 483mm 406mm 8904358 88.35 

@ DNRMA1920BK1 3 483mm 508mm 89C4359 97.61 
PIM_90518 

a” 
19” STORAGE DRAWER KITS VACHE. 


Price Each LL 
Mfg. Part No. Width Depth Stock No. 1-9+ RoHS 
@ RASC1916WH2 427mm 404mm 94F4831 98.45 Osa 
@ RASC1922WH2 427mm 556mm 94F4832 109.38 
PIM_34281 
19” RACK MOUNT/TABLETOP INSTRUMENT HAMMOND Steel drawer kits mount in 19” racks and come complete with slides, cam lock, and rear support brackets. 
ENCLOSURES MANUFACTURING. Rugged, textured powder paint finish, drawer interior is smooth white. Mounts on two pairs of mounting rails 
LLY (front and back). 
RoHS Price Each 
Gop timoian Mfg. Part No. Height Width Depth Stock No. 1-9+ 
Steel, Black 
@ RDRW1900312BK1 3.5" 17.36" 12.25” 4001983 227.66 
@ RDRW1900316BK1 3.5” 17.36” 16.25” 83F9065 239.55 
@ RDRW1900322BK1 3.5” 17.36” 22.25” 84F068 247.40 
Solid Top and Bottom Ventilated Top and Bottom @ RDRW1900516BK1 5.25" 17.36" 16.25" 83F9066 278.02 
© Strong yet light weight construction aluminum top and bottom panels @ RDRW1900522BK1 5.25" 17.36" 22.25" 84F069 292.94 
© Suitable for desk top or rack mountable @ Usable with or without rack mounting brackets @ RDRW1900716BK1 ee 17.36” 16.25” 83F9067 285.09 
@ Shipped knocked down to avoid shipping damage (included ; @ RDRW1900722BK1 a 17.36" 22.25" 84F070 317.29 
@ Easy assembly & disassembly © Front and rear panels are interchangeable - 
© Extruded aluminum side, front and rear panels; © Rugged, textured, black powder pain @ RDRW1900812BK1 8.72’ 17.36" 12.25" 7306167 224.90 
Includes top, bottom, sides, feet, rack mount brackets and all assembly hardware. Pull handles & rear bracket @ RDRW1900822BK1 8.72" 17.36" 22.25" 2405344 342.42 
kit are not included with unit. Shipped knocked down to avoid damage. @ RDRW1900816BK1 8.75” 17.36 16.25” 8409862 317.29 
Panel Space Price Each @ RDRW1901222BK1 12.25" 17.36" 22.25" 67C1095 391.12 
Mfg. Part No. Height Height Width Depth Stock No. 1-9+ Steel, Grey 
Rack Mount, Aluminium, Black, Solid @ RDRW1900316LG1 3.5” 17.36” 16.25” 34R2857 239.55 
@ RM2U1918SBK 3.5” 3.5” 16.6” 18” 06R2996 258.90 PIM_7002 
@ RM3U1918SBK 5.25” 5.25” 16.6" 18” 06R3000 306.92 
@ RM1U1908SBK 44.45mm 1.75” 16.6" 8" 06R2995 152.27 HINGED PANEL RAIL DOORS HAMMOND 
@ RM1U1918SBK 44.45mm 1.75" 16.6" 18” 01P0167 216.55 MANUFACTURING... 
@ RM2U1908SBK 88.9mm 3.5" 16.6" 8° 01P1277 169.42 
@ RM2U1913SBK 88.9mm 3.5” 16.6" 13” 14N7878 204.52 
@ RM3U1908SBK 133.35mm 5.25" 16.6” 8" 06R2998 202.38 Gop tinpiat 
@ RM3U1913SBK 133.35mm 5.25" 16.6" 13” §7P7311 244.87 Available 
Rack Mount, Aluminium, Black, Vented 
@ RM2U1918VBK 3.5" 3.5" 16.6" 18" 06R2997 271.87 RSDP series are standard 19” rack mount doors with hinges bolted directly to the panel rail. Allows full access 
@ RM3U1918VBK 5.25” 5.25" 16.6" 18” 06R3001 322.26 to space between panel rails when open. Folded on all four sides. Includes lock, hasp and 2 keys. Door depth: 
@RituistavEK 74.45mm 5 166" rr T4N7868 ND 0.63”. Smooth powdered paint matches standard panels. — 
@ RM1U1918VBK 44.45mm 1.75" 16.6" 18” 40P2420 229.53 . . |-———- 
@ RNQU1908VBK 88.9mm 35" 16.6" 3 34P0267 TGs xa aren No. Height Width Stock No. 1-9+ 
@ RM2U1913VBK 88.9mm 3.5 d 6: e 14N2452 217.94 @ RSDP19010BK2 70.38" 19° 2003004 VSD 
@ RM3U1908VBK 133.35mm 5.25 16.6 8 06R2999 211.56 ; ; 
@ RM3U1913VBK 133.35mm 5.25" 16.6" 13” 08P0836 255.89 Se = . stati eons 
@ RSDP19014BK2 13.88” 19" 2903594 149.23 
PIM_147226 @ RSDP19017BK2 17.38" 19" 99B0925 110.57 
@ RSDP19022BK2 22.62” 19” 1002955 159.44 
19” Cases @ RSDP19028BK2 27.88" 19" 98B3018 165.72 
Price Each PIM_90380 
Mfg. Part No. Rack U Height Height Width Depth Stock No. 1-9+ 
Black ” 
@ RM1U1908VBK 1 1.75“ 16.6“ 8“ 73P7276 148.85 BLUM RRC EAN EEF - - —ay MANUECTURING. 
@ RM1U1913SBK 1 1075:" 16.6 “ 13“ 08P0839 171.13 & | Ly 
PIM_5511987 
RoHS _ 
oe 
RAIL-MOUNTED ADJUSTABLE SHELVES HAMMOND 
MANUFACTURING... 


bb’ 


RoHS — 
Compliant 
Available 


> CONTINUED > 


0.125” thick. Standard punching on both ends. Mounting hardware not included. Painted versions are finished 
in smooth powder paint. 


Price Each 
Mfg. Part No. Rack U Height Height Width Stock No. 1-9+ 
Beige 
@ PBPA19029CG2 17 29.75 “ 19° 84F087 - 
@ PBPA19031CG2 18 31.5 * 19° 84F088 _ 
> CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


CABINETS & RACKS 
ALUMINUM 19” RACK PANELS (CONT.) ALUMINUM 19” RACK PANELS (CONT.) 
Price Each Price Each 
Mfg. Part No. Rack U Height Height Width StockNo. [| 1-9+ Mfg. Part No. Rack U Height Height Width StockNo. |  1-9+ 
Black Unfinished 
@ PBPA19001BK2 1 172" 19" 97F9407 14.30 @ PBPA19029UNE 17 29.75" 19° 84F108 | 114.09 
@ PBPA19003BK2 2 35" 19" 94F4769 20.29 @ PBPA19031UNF 18 315" 19" 84F109 | 122.04 
@ PBPA19005BK2 3 5.22" 19° 50F8499 31.04 PONLa7786 
© PBPA19007BK2 4 T 19" 94F4770 35.97 
@ PBPA19008BK2 5 872° 19° 50F8500 40.11 STEEL 19” RACK PANELS fianionn 
© PBPA19010BK2 6 105° 19" 50F8501 47.08 Z - MANUFACTURING. 
© PBPA19012BK2 7 12.22° 19" 50F8502 56.67 Ei : LL’ 
@ PBPA19014BK2 8 14" 19" 50F8503 63.65 
@ PBPA19015BK2 9 15.72" 19° 84F089 68.88 Gee sinpiat 
@ PBPA19017BK2 10 175° 19" 50F8504 76.73 Avallatle 
@ PBPA19019BK2 1 19.25 ° 19" 84F090 ee 
@ PBPA19021BK2 12 21° 19" 16F 2900 82.46 
© PBPA19022BK2 13 22.75 « 19" 50F8505 | 105.25 : 
@ PBPA19024BK2 14 24.5“ 49* 84F091 99.78 Economical, high strength 14-gauge, 0.075” thick standard 19” panels. Standard punching on both ends. 
@ PBPA19026BK2 15 26.25 * 19" 84F092 102.15 Mounting hardware not included. Finished in smooth powder paint. 
@ PBPA19028BK2 16 28° 19° 50F8506 | 114.62 Price Each 
@ PBPA19029BK2 47 29.75 19° 84F093 114.09 Mfg. Part No. Rack U Height Height Width Stock No. 1-9+ 
© PBPA19031BK2 18 315" 19° 84F094 | 122.04 Black 
Gis @ PBPS19001BK2 1 172! 19° 99F8233 11.43 
© PBPA19001G2 1 172" 19° 96F5566 14.30 eo rbrS Oe Z nls i S3;8085 0 | Miteio4 
a PRPRIOONIGY? 5 AL rr ROEaEOT Ee @ PBPS19005BK2 3 52" 19° 83F8987 18.44 
@PRPAIQO0ECYD 3 re 197 RIFEGT er @ PBPS19007BK2 4 6.97" 19" 83F8989 22.13 
@ PBPA19007GY2 4 7" 19" 904F4830 35.97 @ PBPS19008BK2 5 8.72 : 19 : 83F8991 24.90 
@ PBPA19008GY2 5 872" 19" 50F8509 40.11 @ PEPS19010BK2 8 10.5" 19° 83F8993 27.66 
© PEPAI9010GY2 6 105 iF GEERT rere @ PBPS19012BK2 7 1228" 19° 83F8995 33.19 
@ PBPA19012GY2 7 12.22° 19° 944771 56.67 @ PEPS190148K2 8 14" o 83F8997 40.11 
@PaPxion acy? 3 7 a eDFaETH anes @ PBPS19015BK2 9 1575" 19° 838099 | 44.47 
@PRPAIONIEGYD 9 eo Te SIPC eae @ PBPS19017BK2 10 175 19 83F9001 48.83 
@ PBPA19017GY2 10 175" 19° 50F8512 76.73 orepstooiepka | 1925" |" 
@ PRPA(o0IEGYD 7 qaonk 93 Rata ae @ PBPS19021BK2 12 2 19° 83F9005 | 47.85 
mPRPATOODICV? vi TG 97 aaFa7 aaa @ PBPS19022BK2 13 215 19° 83F9007 51.28 
© PBPA19022GY2 13 22.75" 19° 50F8513 86.60 See v a i 83F9009 | 53.85 
@ PRPA(9024GY2 14 TAB cor GIFGaD SEaE @ PBPS19026BK2 15 26.25" 19° 83F9011 59.82 
© PBPA190266Y2 16 26.25" 19° B4F099 | 102.15 Sr ere elaeKe uy a iy SSi001SEm [iz0107 
m@paPAionbeGy> 7 oa? 19° snrestd | 408% @ PBPS19029BK2 17 2978 19° 83F9015 68.84 
@ PBPA19029GY2 17 29.75" 19° B4Fi00 | 114.09 oe us = Ls ESESOI TS ESI 
@ PBPA19031GY2 18 31.5" 19° 84F101 122.04 Grey - : 
Light(Grey, Dark Grey @ PBPS19001GY2 1 175 19 97B1761 11.43 
© PBPA19001LG2 1 18.19" 172" 51R3250 14.30 SrBreTe0ikGe f aie ae OSR6256 | 11.43 
@ PBPA19003LG2 2 18.19 347" 51R3251 20.29 SIREROISONSGTS E a a SbF S987 13.34 
© PBPA19005LG2 3 18.19" 5.22" 51R3252 27.93 @ PEFS19003LG2 2 3.5" 19° O5R6257 | _13.34 
© PBPA19007LG2 4 18.19* 6.97" 24R5122 35.97 @ PEPSTIONSGY2 3 5.25 * io" 96F5499 18.44 
@ PBPA19008LG2 5 18.19" 8.72" 51R3253 40.11 @ PBPS19005L62 3 5.25" 19° O5R6258 18.44 
© PBPA19010LG2 6 7619° | 1047" 51R3254 47.08 MER SINOGYS 4 c ies NE 22.13 
@ PBPA19012LG2 7 18.19" 12.22" 51R3255 56.67 @ PBPS19007LG2 4 a 19" 05R6259 22.13 
© PBPA19014LG2 8 719° | 13.97" 51R3256 63.65 SRERSIMUSGTS : Gels _ 30M9812__| 24.90 
© PBPA19015LG2 9 719° | 15.72" 51R3257 68.88 ere Wee ae 5 cui _ O5R6260_ | 24.90 
© PBPA19017LG2 10 18.19° | 17.47" 51R3258 76.73 @ PEFSII010GY2 8 10.5 * 19" 05c1994_ | 27.66 
© PBPA19019LG2 1 18.19° | 19.22" 51R3259 77.52 @PEFSII0IZGY2 U 12.25* 19" 504988 | _33.19 
@ PBPA19021LG2 12 18.19" 20.97" 51R3260 av @ PBPS19012LG2 fi 12.25 * 19" 05R6262 33.19 
@ PBPA19022LG2 13 18.19" | 2297" 51R3261 a @ PBPS19014GY2 8 14° ‘i9" 050167 37.32 
© PBPA19024.62 14 78.19" | 2447" 51R3262 99.78 e rere lonialee 8 “ 19° OSR6263_ | 40.11 
© PBPA19026LG2 15 18.19" | 2622" 51R3263 | 102.15 OREO MOIEEZ 9 10.5! 2 O5R6261 77/7 27066 
© PBPA19028LG2 16 119° | 27.97" 51R3264 | 114.62 @ PEPSII015GY2 7 15.75" 19" 50H4989_ | 41.06 
— @ PBPS19015LG2 9 15.75 19" 05R6264 | 44.47 
Unfinished - i 
@ PEPATOOOTUNE i orl 7 LUE er @ PBPS19017GY2 10 75" 19° 24c8700 | 42.37 
@PEPATOOOSUNE , _ 03 ah oT @ PBPS19017LG2 10 i 19° 05R6265 | 48.83 
@PaPAOODSUNE - a 198 Tra as @ PBPS19019GY2 1 19.25" 19° 50H4990 aE 
@PAPAIOOUTINE ri z TE RRICIOED aeuF @ PBPS19019LG2 11 19.28 19° 05R6266 | 46.16 
@ PEPAICODUNE F a0 197 e774 rer © PBPS19021GY2 12 a 19° 96B5856 | 45.91 
© PBPA19010UNF 6 105" 19° 979422 | 47.08 SPBRS HUZILGZ ue at a O5R62670s A765 
@PEPATOO DUNE - 1309 a TE — @ PBPS19022GY2 13 2275" 19° 9283623 | 49.46 
SPERMINE 3 in 19° Tea aes @ PBPS19022LG2 13 2278 197 056268 | 51.28 
‘@ PEPATOOIEUNE 7 re a aaci03 aaa © PBPS19024GY2 14 245° 19° 9665854 | 51.19 
(© PBPA19017UNF 10 1747 19° Grooms =| Oe St002 2D ———™—E———— 
@PEPAIOOIOUNE rr 19058 Tr: aaR0d = © PBPS19026GY2 15 26.25" 19° 50H4991 = 
@PRPAIOOPIINE 7 ae ror SIRinG ae © PBPS19026LG2 15 26.25 19 05R6270 | 63.63 
© PBPA19022UNF 13 22.75" 19" 97F9426 | 86.60 BES IWUZEE YZ 16 a ic GUS || Gilt 
© PBPA19024UNF 14 25" 19° 84F106 99.78 a Ae ua a 19° pSREzTE = 
@PAPAOODEUNE a5 Oe Te weir ENE @ PBPS19029GY2 17 29.75" 1° 50H4993 | 68.84 
 PRPA (GOORIN 16 one 993 erreaat | 414.60 @ PBPS19029LG2 17 29.75 19 05R6272 | 68.84 
@ PBPS19031GY2 18 315" 19° 50H4994 = 
> CONTINUED > > CONTINUED > 
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STEEL 19” RACK PANELS (CONT. MOUNTING HARDWARE HAMMOND 
( ) MANUFACTURING... 
@ PBPS19031LG2 18 31.5“ 19° 05R6273 73.48 LL’ 
PIM_90362 
——— RoHS _ 
Compliant 
SLOT VENTILATION PANELS HAMMOND ae Available 
MANUFACTURING... 
Geir ; Sold in package quantities indicated. 
Compliant 5 
DERRARE METER EGER EUUCUUOGRNOOOOOOUENIT Available Price per 
TUVENNNUUNETAN eg aan 
TTL Mfg. Part No. Description Size | Stock No. 1-9+ 
@ 1421N25 #10-32 Clip Nuts for Panel Rails - Black 10-32 | 96F5563 20.29 
Slot panels are used for ventilation or exhaust panels. 1.75” (1U) high panels have one row of slots, 3.5” (2U) @ 14214 #10-32 x 0.625" bas Ee in Head Screw with) 10-32 | 95F2558 5.17 
has 2 rows. Slots are 0.25 x 1”. Available in both lightweight aluminum or economical 14 gauge steel, in both Se STL 
smooth light grey or black powder paint. Panels are standard 19” rack mount. @ 1421SN 0.25" - 20 Strut Nut with 0.25” - 20 x 0.5” Bolt 1/4-20 | 80K7833 | 22.13 
Price Each @ 1421ABK25 | Black Oxide Finish #10-32 x 0.625” Pan Head Screw w/| 10-32 | 09K7557 = 
Mfg. Part No. Rack UHeight | Height | Width | Stock No. 1-94 __ Black Nylon Washer 
Black Aluminum =—=—SO=<“C~*~*s=“—sS*~*~*~*~*~*~:”:::””COCOCOOTOCOSOSOSOC~OS~—SS— @ 1421ABK100 | Black Oxide Finish #10-32 x 0.625” Pan Head Screw w/| 10-32 | 18K8534 = 
- - - Black Nylon Washer 
SEVSAIQUOIBIS l ve uy SABO U RS ied @ 1421A100W | Black Plastic Cup Washer for Countersunk #10-32| 10-32 | 94F823 | 54.20 
@ PVSA19003BK2 2 3.5“ 19° 03C3927 25.82 Screws 
Black, Steel @ 1421A25wW | Black Plastic Cup Washer for Countersunk #10-32| 10-32 | 95F2556 15.92 
@ PVSS19001BK2 1 1.75" 19° 93B7120 19.36 Screws 
“ “ @ 1421B Nickel-Plated #10-32 x 0.5" Thumb Screw w/ Nylon} 10-32 | 96F5564 = 
; EYSS EOBK 2 22 19 SSB Ue 205 Washers for Panels up to 0.09” Thick 
rey, Aluminium @ 1421A25B | Nickel-Plated #10-32 x 0.625" Countersunk, Phillips| 10-32 | 95F2554| 3,94 
@ PVSA19001LG2 1 4.75'" 19° 05R6274 21.21 Slotted Oval Head Screw 
@ PVSA19003LG2 2 3.5\" 19° 05R6275 25.82 @ 1421A100B | Nickel-Plated #10-32 x 0.625” Countersunk, Phillips] 10-32 | 94F4837 | 23.97 
Grey, Steel Slotted Oval Head Screw 
@ PVSS19001LG2 1 1.75 “ 19° 05R6276 19.36 @ 1421F25 Nickel-Plated #10-32 x 1.25” Phillips Oval Head Screw | 10-32 | 05R6279 | 15.25 
@ PVSS19003LG2 2 3.5" 19" 05R6277 23.05 @ 1421E25W | Nickel-Plated Metal Cup Washer for Countersunk #10-| 10-32 | 95F2555 13.34 
: 32 Screw 
PIM_60078 
_ @ 1421E100W | Nickel-Plated Metal Cup Washer for Countersunk #10-| 10-32 | 98F2139 24.90 
32 Screws 
ADJUSTABLE RACK SUPPORT ANGLES HAMMOND @ 1421CNA100 | Zinc-Plated #10-32 Cage Nuts for Square Hole| 10-32 | 7302824 = 
MANUFACTURING... Punched Rails 
[Ly @ 1421CNA25 | Zinc-Plated #10-32 Cage Nuts for Square Hole] 10-32 | 83C8530 3.97 
Punched Rails 
Rolls i @1421NP25 | Zinc-Plated #10-32 Clip Nuts for Round Hole Punched} 10-32 | 34M4615 | 23.99 
ipliant Es 
Available Panel Rails 
@ 1421NP100 | Zinc-Plated #10-32 Clip Nuts for Round Punched Hole | 10-32 | 90B3674 | 40.85 
Rails 
@ 1421D Zinc-Plated #10-32 x 0.5” Pan Head Screw 10-32 | 96F5562 WHE 
@ 1421D100 Zinc-Plated #10-32 x 0.5” Slotted Pan Head Screw 10-32 | 0576352 23.70 
@ 1421CNC25 | Zinc-Plated #12-24 Cage Nuts for Square Hole] 12-24 | 34M4614| 25.12 
Punched Panel Rails 
Support angles mount from front to back, on 19” rack rail (on the accessory flange), to support heavy equipment @ 1421CNC100| Zinc-Plated #12-24 Cage Nuts for Square Hole} 12-24 | 54K3494| 50.44 
and reduce load on equipment front panel. Slots allow up/down or front/back adjustments. Heavy duty, made of Punched Panel Rails 
14-gauge steel. Dimensions: 1.75 x 1.75”. Finish: textured black powder paint. Mounts on two pairs of mounting @ 1421CNB100 | Zinc-Plated M6 Cage Nuts for Square Hole Punched] 1/4-28 | 01H7820 = 
rails (front and back). Sold in packages of 2. Order mounting hardware separately; go online or call. Rails 
Price Each @ 1421CNB25 | Zinc-Plated M6 Cage Nuts for Square Hole Punched} 1/4-28 | 34M4613 = 
Mfg. Part No. Height Width Stock No. 1-9+ Rails 
@ RASA22BK3 44mm 44mm 93B7347 41.85 PIM_7219 
@ RASA16BK3 44.45mm 44.45mm 93B7338 38.73 
@ RASA12BK3 44.45mm 44.45mm 3101580 35.97 RUBBER FEET HAMMOND 
PIM_6997 MANUFACTURING... 


EQUIPMENT SLIDES HAMMOND S&S 
MANUFACTURING. . 
& 


4 opin jiant 442172 ‘ 
ompliant 
Available ents 142iTd 


~ 


142177 


RoHS 
Compliant 
Available 


Slides mount to the front and rear 19” rack panel rails. Occupies 1U (1.75”) of panel height. Heavy-duty, ball- 1421T8BK 
bearing type mechanism. Converts mfg. part no. RASC fixed shelves, ordered separately, to a pull-out shelf. 4421 T9BK 
Sold in packages of 2. , ess ‘ 
aa Rubber feet are self-adhesive, except 1421T7 which is screw-on. Sold in packages of 24. 
rice per GG, SSE 
Pi 
Extended Carrying Pkg. a 
E 5 i b 9+ ee 
Mfg. Part No. Length Length Capacity Stock No. 1-9 Mfg. Part No. Color Height Stock No. AIG 
@ RSLIDE12 302 mm 322 mm 120 Ib 99R3766 74.11 
@ 1421T8BK Black 3.1mm 83F9204 8.62 
@ RSLIDE16 403.23 mm 423.42 mm 130 Ib 34C3341 76.73 
556 575 120 Ib 99R3767 @ 142172 Black 3.5mm 83F8949 8.00 
—e = = se @ 142173 Black 5.8mm 50B9990 10.69 
paces @ 142174 Black 7.6mm 94F825 15.24 
@ 1421T9BK Black 10.16mm 83F9205 28.49 
@ 142177 Black 12.7mm 94F4789 24.11 
@ 1421T2CL Transparent 3.5mm 05R6280 9.01 


PIM_34479 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
CABINETS & RACKS 


INSTRUMENT CASE HANDLES HAMMOND ACCESS PLUS II® WALL-MOUNT DATACOM Gein 74 
we Gee tinpian 
MANUFACTURING CABINETS, RACKS & ACCESSORIES Available opeae 
Spire ; . 
Compliant 
Available 
Aluminum Handle with Gray End Post Wall-Mount Cabinet Single-Sided Shelf 
(Window Door) 
Steel Handle 
Accessory handles for instrument cases are available in chrome-plated steel, anodized aluminum, or heavy-duty Fixed Rack 
extruded aluminum with black or gray end posts. These rugged end posts are constructed of Polyamide with 
30% reinforced glass fiber and molded in brass inserts. Hardware included. Sold individually. Power Distribution Unit 
— Price Each Double-hinged cabinets provide security, equipment access, cooling and support for network and other 19-in. 
Fixing Thread |e rack-mount equipment. The cabinet has three components: front door, center section and wall section. Can 
Mfg. Part No. Centers Size Stock No. 1-9+ be mounted to be left- or right-hinged and comes completely assembled and ready to mount. Constructed of 
Aluminium quality welded 16 and 14 gauge steel coated with RAL 9005 black textured, low-gloss polyester powder paint. 
@ 1427C5 mo 8-32 344583 8.62 Cabinets — Windoor Door 
@ 1427LBC ? 98H1247 17.12 Price Each 
@ 1427LGC al 98H1248 17.12 Mfg. Part No. U Height Width Depth Stock No. 1-9+ 
Steel Black 
© 14278 1.25" 4-40UNC-2B 98H1240 4.92 @ EWMWw242418 12U 23.62 * 18.2" 59P3299 1074.82 
@ 1427B2 1.25” 6-32UNC-2B 98H1241 5.62 @ EWMW242425 12U 23.62 “ 25.09 “ 59P3357 1140.70 
@ 1427D 1.75" 4-40UNC-2B 98H1242 5.41 @ EWMW362425 19U 23.62 * 25.09 * 59P3359 1264.96 
@ 1427E 2 6-32UNC-2B 98H1243 5.41 @ EWMW482425 26U 23.62 “ 25.09 “ 59P3361 1425.44 
@ 1427Q 2.3" 6-32UNC-2B 24B6430 6.04 Accessories 
@ 1427P 2.8" 6-32UNC-2B 24B6429 Om Price Each 
@ 1427G 3 8-32UNC-2B 98H1244 6.04 Mfg. Part No. Type Stock No. 1-1-9+ 
@ 1427N2 3.5" 8-32UNC-2B 98H1253 6.64 @ AGLK2 Grounding Lug Kit 8902545 16.72 
@ 1427N 3.5" 10-32UNF-2B 98F3692 6.14 @ DBPRA4U Patch Panel Rack Angle 16J2181 112.08 
@ 1427S 4” 8-32UNC-2B 98H1254 6.04 @ CPMK24 Pole-Mount Kit 70M8758 459.94 
@ 142782 4 8-32UNC-2B 98H1257 6.04 PIM_105211 
@ 1427C1 4" 10-32UNF-2B 94F4829 Bie) 
@ 14277 5 8-32 98H1258 6.64 Power Distribution Units 
@ 142772 5” 8-32 98H1261 6.64 Power distribution units (PDUs) provide power to equipment mounted in cabinets or on open frame racks. 6 ft 
7 = : power cord cable length. 120 VAC supply voltage. “M” suffix indicates PDU comes with an amp meter. “S” suffix 
@ 1427M 53 10°82UNF-2B CRED 6.77 indicates PDU offers 2000 J surge protection. “T” suffix indicates twist-lock plug. Products are differentiated 
@ 1427W2 6 8-32 98H1265 6.64 via receptacle style (R) - power cord plug type (P) - e.g. NEMA 5-15R / NEMA 5-15P 
@ 1427W 6” 8-32UNC-2B 98H1262 6.64 DP1N190430X is a 2 rack unit with receptacle styles NEMA 5-15R 15A (Front) and NEMA L5-30R 30A (Rear), 
@ 1471 P 10-32UNF-2B 2ABG424 6.95 and a power cord plug NEMA L5-30R 30A 
@ 1427B2BK1 31.8mm 6-32UNC-2B 86W0205 = Cable wericelEachy 
No. of Current Length 
@ 1427E1BK-1 50.8mm 6-32 86w0207 4.97 Mfg. Part No. Outlets Rating Imperial Stock No. 1-9+ 
@ 1427P1Bk-1 71.12mm 6-32 86W0214 5.02 NEMA 5-15R / NEMA 5-15P 
@ 1427G2 76.2mm 4-40 66W5378 4.78 @ DP1N190615 6 45A 45) 27M2315 147.60 
@ 1427G2BK 76.2mm 4-40 86W0208 5.41 @ DP1N191015S 40 415A 15) 27M2316 246.00 
© 1427G3BK 76.2mm 10-32 8ewo210 5.21 @ DP1N191415 14 15A 151 27M2320 205.20 
@ 1427N1BK 88.9mm 10-32 86W0213 5.05 @ DP1N191415M 14 145A 151 27M2321 oor 
@ 1427C1BK 101.6mm 10-32 86W0206 6.42 NEMA 5-20R / NEMA 5-20P 
@ 142783 101.6mm 10-32 86W0215 5.33 @ DP1N191020 10 20A 45) 27M2317 220.80 
@ 1427S3BK 101.6mm 10-32 86W0216 6.42 @ DP1N191420 14 20A 45) 27M2322 on 
@ 142703 114.3mm 10-32 85Ww8924 6.04 NEMA 5-20R / NEMA L5-20P Twist Lock 
@ 1427U3BK 114.3mm 10-32 86W0219 6.64 @ DP1N191020ST 40 20A 45) 27M 2319 301.34 
@ 142773 127mm 10-32 86W0217 5.74 @ DP1N191420T 14 20A 151 27M2323 = 
@ 1427T3BK 127mm 10-32 86W0218 6.87 PIM_5512006 
@ 1427M1BK 134.6mm 10-32 86W0212 DIOS) 
@ 1427W3 152.4mm 10-32 86W0220 6.76 Racking Shelves 
@ 1427W3BK 152.4mm 10-32 86W0221 GED ae 
tice Eac! 
@ 1427L1BK 177.8mm 10-32 86W0211 [eee 
be Mfg. Part No. Rack U Height Width Depth Stock No. 1-9+ 
PIM EE @ ESH198 2 483mm 203mm 70M8760 101.40 
@ ESH1917 2 483mm 432mm 70M8759 142.80 
LITERATURE POCKET KIT nee HAMMOND PIM_5512007 
Kit Includes: compan MANUFACTURING... 
@ Black plastic pocket . 
© High strength two-sided adhesive tape Cable Organizers 
e series literature pocket kit is a handy storage _ raga 
product for holding literature such as reference Mfg. Part No. Type With Stock No. 1-9+ 
manuals, etc. They are typically applied inside the door @ ECW12B Cable Wrap Cable and Cable Managers 74C6432 49.80 
or side panels of a rack. @ ECW8B Cable Wrap Cable and Cable Managers 74C6436 34.92 
PIM_5512009 
Price Each 
Mfg. Part No. Stock No. 1-9+ Open Frame Fixed Relay Racks 
@ PKT99 83F9020 16.15 Price Each 
@ PKT66 83F9019 14.59 Mfg. Part No. Height Width Stock No. 1+ 
PIM_90533 Steel 
@ E19FWM12U20 23" 20“ 7406469 273.60 
PIM_5512010 
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INTERSCALE M STANDARD DESKTOP CASES (CONT.) 


Axial Cooling Fans 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


Designed for use in enclosures where space is limited, these 117 mm diameter, ball-bearing style axial fans 
are powered by 115 VAC, 50/60 Hz single-phase motors with a 6 ft power cord with polarized plug for power © 24827025 PCB Bracket 83X9452 43.89 
connections. These fans are ideal for applications where compact and quiet service is desired. @ 24827027 PCB Bracket 83X9453 41.98 
External Supply Price Each decees 
Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-9+ 
119 mm, 2 Lead Wires Computer Case Fans 
@ A4AXFN24 38.6mm 24v Ba ‘18cu.ftimin | 15N0106 | 214.80 pane Price Each 
@ A-4AXFN2 38.6mm 230V Bal 100cu. ft/min 06B5693 204.00 Mfg. Part No. Description Size Stock No. 1+ 
119 mm, Power Cord @ 24828104 Fan Holder with 2 Fans 40mm 83X9461 23.35 
@ A4AXFNGQ 38.6mm 115V Bal 49cu.ft/min 88H5874 166.80 © 24828105 Fan Holder with 3 Fans 40mm 83X9462 70.34 
@ A4AXFNPG 38.6mm 115V Ba 100cu.ft/min 85C2613 166.80 @ 24828107 Fan Holder with 5 Fans 40mm 83X9463 402.13 
162 mm, 2 Lead Wires PIM_5512146 
@ A-GAXFN2 38mm 230V Ba 240cu.ft/min 06B5828 445.30 
162 mm, Power Cord 
2 - INTERSORTE M STANDARD 19” CASES 
@ AGAXFNGQ | 38.imm BV Bal 102cu-ftimin BeHogtl 357.46 ® Flexible cases for standardized and non-standardized PCBs PE NTAI R 
PIM_5512011 © Modular 19” case consisting of four easy-to-assemble parts 
© Perforated case for forced cooling Schroff 
with fans; plain case also available; 
Screws go online or call 
Pri © Color: anthracite grey AlZn coated, 
rice per 
Pk RAL7016 
Thread Screw ee ae © Cases includes: steel base with 
Mfg. Part No. Size Length Stock No. 1-9+ two perforated side panels, 1mm, 
Steel 19"-angle, 1.5mm; steel top cover, 
@AS1032 10-32 15.875mm 51M3649 35.52 ene front and rear panels, 1mm; assembly kit with 
@ AS1032250 10-32 15.875mm 70M8757 237.60 19” Cases — Perforated 
PIM_5512012 Price Each 
Mfg. Part No. Rack U Height Height Width Depth Stock No. the 
Fan Filter Assemblies @ 14826105 1 1.732" | 17.48* 8.701 “ 83X9440 82.49 
Frama Price Each © 14826107 1 1.732" | 1748* | 12.205" | 83x9441 94.13 
Mfg. Part No. Size Stock No. 1-9+ Accessory 
@ AFLTRALD 101.6 mm 160988 40.32 PricelEach 
PIM_5512013 Mfg. Part No. Type Stock No. 1-1-9+ 
@ 24822007 Mounting Plate 83X9442 32.61 
19-in. Rack-Mount/Desktop Case PIM_213156 
Price Each 
Mfg. Part No. Rack U Height Height Width Depth Stock No. 1-9+ Rack Mount Fan Trays 
Grey No. of Price Each 
@ ERC4U4843 4 7! 19.02" | 171° | 88F2651 = Mfg. Part No. Fans Stock No. rows I 
PIM_5465228 @ 24827105 3 83X9454 88.76 
@ 24827107 5 83X9455 119.13 
INTERSCATE M STANDARD DESKTOP CASES PIM_5512060 
Flexible cases for standardized and non-standardized PCBs PENTAIR 
e * Mooiet desktop case consisting of four assembled parts 
© Case available in two versions: Schroff FILLER PANELS PENTAIR 
Plain or Perforated for forced 
cooling with fans 
© Ingress protection IP 30 (plain Schroff 
version) Geir ; 
© Color: anthracite grey RAL 7016, Gee tinaian 
AlZn coated valabls 
© Includes: steel base with two side 
panels (plain or perforated) 1mm; 
steel top cover, 1mm; aluminum 
ront and rear panels, 1mm; assem- 
bly kit with user manual 
Price Each 
Mfg. Part No. Height Width Depth Color Stock No. if © Unshielded and shieldable filler front panels for © Shieldable filler panels can be retroffited with 
Steel 1101.x applications such as VME, VME64x and shielding accessories 
@ 14820133 1.73" 5.24" 5.24" Grey 83X9432 25.11 oPCl ; ; 
© 14820154 1.73" 87" 6.97" Grey 83X9434 = Aluminum Filler Panels (Requires Separate Hardware) 
© 14820134 1.132” 5.236” 6.969" Grey 83X9433 28.70 | Price Each_ 
@ 14825155 1.732" 8.701” 8.701" Grey 83X9436 49.75 Mfg. Part No. Height Width Stock No. 1-9+ 
© 14825197 1732" | 15.709" | 12.205" | Grey 83X9438 = © 0818-273 5.06 078 ONE 7.88 
@ 14825195 1.732" 15.709" 8.701" Grey 83X9437 55.35 © 30848-354 5.06 0.79 64T9596 26.23 
© 14820254 3.465" 8.701" 6.969" Grey 83X9435 = © 30818-275 5.06 1.19 6478509 10.56 
@ 14825255 3.465” 8.701” 8.701" Grey 83X9439 = © 30848-380 5.06 1.19 64T9603 26.01 
Accessories @ 30818-277 5.06 1.59 52W9176 14.56 
@ 30818-279 5.06 “ 1.99 “ 6478511 15.53 
Price Each = “9 30848-358 5.06" 2.39" 55W5124 31.79 
Mfg. Part No. Type Stock No. 1+ aa - oi - eave? - 
© 24822033 Mounting Plate 83X9443 = © 30818-2681 _ 2 a. 18.11 
© 24822054 Mounting Plate 83X9445 = @ 30848-355 — = bed 19.41 
@ 24822075 | Mounting Plate w/Locking Feet; For 12.2x8.7; Interscale M | 83X9447 = Seniieols — ue 16.02 
© 24822097 _| Mounting Plate wiLocking Feet; For 157x122; nterscaleM | @3xoa49 |... Sie 520 sar oe araand O28 
@ 24822095 | Mounting Plate wiLocking Feet; For 15.7x 8.7; InterscaleM | 83X9448 | 97.26 © 30848°381 —-- —— aa 28.87 
© 24822034 _| Mounting Plate w/Locking Feet; For 5.24x6.97; IntersoaleM | @3xoaa4 |... eT —- — a ZBER 
© 24822055 | _ Mounting Plate w/Looking Feet; For 87x87, InterscaleM | 83X9446 | 10.84 Se ssiesce —— -— —— uae 
© 24827023 PCB Bracket 83X9450 = 9 :s08 16528 ar 1 Sake 21.84 
© 24827024 PCB Bracket 83X9451 = 950810526 : 23.40 
@ 30848-359 10.31 * 2.39 * 6479600 31.89 
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FILLER PANELS (CONT.) Module Kit (CONT.) 
Accessories Rack HP Price Each 
Price per Mfg. Part No. U Height Width Stock No. 1-9+ 
For Use L veee | AdvancedMC Filler Module with Pull Handle, Double Mid Size 
Mig.PartNo| Type | With SKIN 20849-107 4 6416778 47.30 
enero Collar Serew, M2.5K12.¢ ee ia BOMET29) | SIEES AdvancedMC Filler Module with Pull Handle, Single Compact 
@ 21100-660 | Panel Screw Sleeve, Brass, Nickel Plated] 21101-101 Screws, | 62W3902] 130.98 © 20849-022 3 6476760 39.28 
Shielded Front Panels AdvancedMC Filler Module with Pull Handle, Single Full Size 
& Plug In Units © 20849-024 6 6476762 7.02 
@ 21101-853 3U EMC Shielding Textile Gasket Shieldable Filler Panels | 90T1048 28.82 AdvancedMC Filler Module with Pull Handle, Single Mid Size 
© 21101-8655 | _ 6UEMC Shielding Textile Gasket _| Shieldable Filler Panels | 9071049 | 44.36 “ene =| iw | 4 | eon | 4205 
PIM_202657 AdvancedMC Module with Pull Handle 
1. en ~ea ee So. Te oe @ 20849-104 85W3351 9.02 
FRONT PANEL KITS AND ACCESSORIES AdvancedMC Module with Pull Handle, Double Cannaci 
» P E NTAI R @ 20849-130 3 6476782 34.63 
Schroff AdvancedMC Module with Pull Handle, Double Full Size 
RoHS — @ 20849-132 6 6476784 Sayilt 
Gee eins AdvancedMC Module with Pull Handle, Double Mid Size 
@ 20849-131 4 6476783 34.83 
AdvancedMC Module with Pull Handle, Single Compact 
@ 20849-127 3 6476779 31.26 
AdvancedMC Module with Pull Handle, Single Full Size 
@ 20849-129 6 6476781 32.88 
CompactPCI IEA Handle, Plunger Metal AdvancedMC Module with Pull Handle, Single Mid Size 
= @ 20849-128 ae 4 6476780 6.40 
PIM_5512005 
Panels 
Price Each 
Mfg. Part No. Rack U Height Height Width Stock No. 1-9+ 
Silver, Advanced TCA Air Deflector Panel - with Air Baffle 
@ 21591-099 8 13.756 “ 1.135“ 8274371 65.59 
AMC Filler Modules MS § Advanced MC Cover Leaf Silver, Advanced TCA Air Deflector Panel - with Seperating Wall 
@ Front panels forVME, VME64x, cPCI, AdvancedT- —@ Textile shielding on shielded front panels @ 21591-079 8 13.756 t 1.435 * 8274370 85.15 
CA and MicroTCA applications Silver, Advanced TCA Filler Panel 
VME64x and cPCI Shielded Front Panels Kits (includes front panel, handle, hardware and gasketing). VME @ 21591-097 8 13.756 “ 1.135 “ 6477322 61.62 
Front Panels Kits (include front panel, handleand hardware). Silver, Front Panel & IEA Handle (Lever Type) 
VME64x, cPC, and VME Front Panel Solutions @ 21596-325 8 13.756 * 1.4811" 85W3352 78.63 
Price Each Silver, Front Panel & IEA Handle (Plunger Type) 
Mfg. Part No. Height Width StockNo. [19+ = © 21596324 8 ite as SSvi2300 as | Zsle8 
AdvancedTCA and MicroTCA Front Panel Solutions - Lever Style PIM_5471696 
@ 20818-161 14° 12° 85W3346 97.59 
AdvancedTCA and MicroTCA Front Panel Solutions - Plunger Style 19” CHASSIS AND SUBRACKS Getinoian » PENTAIR 
@ 20818-160 14” 12 85W3345 87.71 Available 
Shielded Schroff 
@ 20848-585 5.25" 0.8” 6476699 32.50 
@ 20848-587 5.25" 12" 6476700 28.55 
@ 20848-589 5.25” 1.6” 6476701 35.87 
@ 20848-590 5.25” 2 6476702 36.10 = 
© 20848-591 5.25" am 6476703 38.56 EuropacPro Kit, Shielded For we, EuropacPro Kit, Unshielded, “Heavy”, For 
@ 20848-592 10.5" 0.8" 6476704 30.62 CompactPCI, For Backplane Mounting EuropacPro Kit, Shielded, ‘Light’, For Backplane Mounting 
@ 20848-594 14" 1.2" 6476705 42.94 Without YO Backplane Mounting 
@ 20848-596 14" 1.6” 6476706 44.74 @ 19” Chassis and Subracks for VME, VME64x and of Static loads ; ; 
© 20848-597 ” Z orem 4682s Suivacks come in SAHP wid and 3UGU height, © All pecontgured for nsaaton of back plane 
© 20848-598 14° 2.4" 6476708 4tt but can be configured to various sizes with insulation 
VME Front Panel Solutions - Shielded @ Designed to withstand loads of up to 17 or 33 Ibs 
@ 20848-664 5.25” 0.8” 6476736 36.41 Price Each 
@ 20848-666 5.25" 4.2" 6476738 43.25 Mfg. Part No. Rack U Height Height Width Depth Stock No. 1-9+ 
@ 20848-668 5.25" 1.6" 6476740 46.98 Chassis 
@ 20848-672 14 0.8” 6476744 45.59 @ 20860-127 2 3.5" 19“ 13.4“ 6476929 147.65 
@ 20848-674 14” 2? 6476746 11.65 Subrack, Unshielded 
VME Front Panel Solutions - Unshielded 24564-133 3 sa z 11.61“ 82Y0875 104.53 
@ 20818-020 5.25" 1.2” 59M4799 17.03 24564-433 6 os oo 11.61 * 820876 101.66 
@ 20818-022 5.25” 1.6” 6476105 - Accessories 
@ 20818-027 10.5” 1.2” 6476110 22.35 Price Each 
@ 20818-028 10.5” 1.6" 6476111 35.70 Mfg. Part No. Type Stock No. 1-1-9+ 
PIM 202658 @ 24560-078 Cover Plate - 160mm Board Depth 6477508 74.43 
@ 24560-079 Cover Plate - 220mm Board Depth 6477509 82.32 
Module Kit @ 24560-245 EMC Gasket Cover 8274770 7.65 
PIM_202659 
Rack HP Price Each 
Mfg. Part No. U Height Width Stock No. 1-9+ 
AdvancedMC Filler Module with Pull Handle, Double Full Size 19” Sub Racks 
@ 20849-025 cia 6 6476763 50.77 
> CONTINUED > > CONTINUED > 
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CABINETS & RACKS 


19” Sub Racks (CONT.) EUROPACPRO, RATIOPACPRO AND COMPACPRO ACCESSORIES (CONT.) 
Price Each For Use Price Each 
Mfg. Part No. Rack U Height Width Depth Stock No. 1+ Mfg. Part No. Type With Stock No.| 1-1-9+ 
Kit, Flexible Design, Shielded, for Backplane Mounting @ 34560-284 | Horizontal Rail | EuropacPRO, CompacPRO, PropacPRO and| 6419787 | 15.44 
© 24563-145 3 16.8" 16.339 eaT7613 | 364.04 RatiopacPRO Series Subracks 
@ 24563-146 3 16.8" 18.701 * 6477614 374.42 @ 34560-384 | Horizontal Rail | EuropacPRO and RatiopacPRO Series Subracks | 6479801 17.07 
@ 24563-445 6 16.8" 16.338“ 6477626 463.92 @ 34560-584 | Horizontal Rail pai eas ere and| 6479826 22.04 
acdeslikoiaid 7 18s at ee I Si © 34561-384 | Threaded Strip Horizontal Rails e4aT9879 | 5.42 
Kit, Flexible Design, Unshielded, for Backplane Mounting ara 
@ 24563-135 3 16.8 * 16.339 “ 6477608 119.02 zi 
@ 24563-136 3 16.8 18.701 “ 6477609 123.44 
© 24563-434 6 16.8" 13.976" 6417620 = GUIDE RAILS & ACCESSORIES » PENTAIR 
@ 24563-435 6 16.8 * 16.338 “ 6477621 152.59 © Plastic guide rails compatible with 
© 24563-436 6 16.8" 187" 6417622 182.39 VME, VEM@dxcand CompacthC) Schroff 
. - 5 printed circuit boards 
Kit, Unshielded, for Backplane Mounting 2mm plastic guide rails for Schroff aoe Gee tinpian 
@ 24563-131 3 16.8“ 6.89 “ 6477604 152.85 subracks and cases designed to Available 
© 24563-132 3 17 93° 6477605 151.81 integrate into Sehroff horizontal 
rails without any special tools or 
@ 24563-431 6 16.8 6.85 “ 6477617 215.37 accessories 
@ 24563-433 6 16.8 “ 11.614“ 6477619 233.04 
Kit, “Heavy”, Unshielded, for Backplane Mounting 
@ 24563-161 3 16.8 * 6.89 “ 90T1050 175.56 Price Each 
@ 24563-162 3 16.8 * 9.252 * 9071051 179.64 Mfg. Part No. Description Stock No. | 1-9+ 
@ 24563-163 3 16.8 “ 11.615 “ 9071052 132.92 @ 64560-071 2mm,CompactPCl, VME64xwithCoding, 160mmPCB,Green 6570293 = 
@ 24563-164 3 16.8 * 13.977 “ 9071053 116.89 @ 64560-090 2mm,CompactPCl, VME64xwithCoding, 160mmPCB,Grey 6570304 = 
@ 24563-461 6 16.8“ 6.889 * 9071058 211.86 @ 64560-089 2mm,CompactPCl, VME64xwithCoding, 160mmPCB,Red 6570303 = 
@ 24563-462 6 16.8 * 9.251 “ 90T1059 248.55 @ 64560-072 2mm,CompactPCl, VME64xwithCoding,220mmPCB,Green 6570294 = 
@ 24563-463 6 16.8 11.614 “ 9071060 = @ 64560-092 2mm,CompactPCl, VME64xwithCoding,220mmPCB,Grey 6570306 = 
@ 24563-464 6 16.8 * 13.976 * 9071061 316.64 @ 64560-091 2mm,CompactPCl, VME64xwithCoding,220mmPCB,Red 6570305 = 
Shielded, for Backplane Mounting @ 64560-086 2mm,CompactPCl, VME64xwithCoding,70mmPCB,Grey 6570302 = 
@ 24563-143 3 16.8 * 11.614 “ 6477611 = @ 24560-351 2mm,VMEPCB's, 160mmPCB,Red,Pkg.of10 448824 — 
@ 24563-442 6 16.8 * 9.251 “ 6477623 519.24 @ 24560-353 2mm,VMEPCB's,220mmPCB,Red,Pkg.of10 47W3182 = 
@ 24563-443 6 16.8 11.614 “ 6477624 539.09 @ 20817-501 CodingPeg,CompactPCl, VME64xwithCoding,Pkg.of100 27W9852 | 16.00 
Shielded, for Compact PCI, for Backplane Mounting, without Rear I/O @ 24560-379 GuideRail, Plug-InUnits&FrameType,280mmPCB,Red/Sllver 6477566 = 
@ 24563-152 3 16.8“ 9.252“ 6477615 482.37 20817-620 | Inserter/ExtractorHandle, Type IEL, Grey, Bottom (Rear I/O6UTop) | 78X2600 | 75.81 
@ 24563-452 6 16.8 * 9.251 * 6477628 589.86 :Pkg.off0 
Shielded, for Compact PCI, with Backplane Mounting for Rear /O 20817-622 Pee ee ra oe Top (Rear |/OBottom), | 78X2603 | 75.81 
@ 24563-157 3 16.8 * 10.827 “ 6477616 448.90 PIonDeE a 
@ 24563-457 6 16.8 * 10.826 “ 9071057 569.94 _ 
“Heavy”, Shielded, for Backplane Mounting 
@ 24563-172 3 16.8 * 9,252 “ 90T1054 426.64 HARDWARE » PENTAIR 
@ 24563-173 3 16.8 11.615 “ 9071055 460.07 
@ 24563-174 3 16.8“ 13.977 “ 9071056 380.72 Schroff 
“eusss.ar2 | 8 (| 68) ast | sortoe2 | 46.55 SE 
@ 24563-473 6 16.8 * 11.614“ 90T1063 463.24 Available 
@ 24563-474 6 16.8 “ 13.976 “ 6477629 476.37 
PIM_5512032 
Handles 
Price per 
Fixing Pkg. Hardware designed for Schroff front panels, subrack and cases. Sold in packages of 100, except mfg. part 
Mfg. Part No. Centers Stock No. 1-4+ no. 30819-594 Each 1. 
Aluminium Price per 
@ 20860-256 28mm 74M6484 29.64 |__Pkg. 
© 20860-257 53mm 74M6485 36.49 Mfg. Part No. Description Stock No. 1-4+ 
ae @ 21100-660 i 62W3902 430.98 
@ 21100-429 CountersunkScrew,M2.5x8,SteelNickel-Plated 6477158 11.46 
@ 21100464 PlasticSleeve,PA,Grey 6477165 10.63 
Pepe RATIOPACPRO AND COMPACPRO » PE NTAI R @ 21100-591 PlasticSleevesforFrontPanels 6477189 30.06 
@ 21101-847 QuarterTurnFastenersforFrontPanels 6477304 209.55 
Schroff @ 21101-848 Quarter-TurnFastenerwithSlottedHead 9071047 213.90 
Geetinoian @ 24560-141 TorxPanHeadScrew,Self-Tapping SiZinc-Plated 6417519 23.10 
Avalable PIM_202662 
DOUBLE TEST SOCKET @ 2MM 
VME, Heavy Duty, Front Hasta fe lane 1 » Penis 
, Heavy Duly, Front e iT 
° Nt Biers he connecting ne 0.3 x Schroff 
/ .6mm. Front panel hole required: @ 4mm RoHS 
Horizontal Rail, Standard " aan = Gop tinpian 
84HP Horizontal Rails for VME, VME64x and CompactPCl applications. 
Price Each ° ”, é 
Mfg. Part No. Height Width Stock No. 1-9+ = 
@ 34561-084 9.5mm 21mm 6479860 14.62 Price Each 
Accessories Mfg. Part No. Stock No. 1-9+ 
@ 69004-131 6570411 9.78 
PIM_202663 
> CONTINUED > 
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C-300 SERIES SOLID BEARING SLIDES 
—— a | 
1.69 ail 


GENERAL 
Nw DEVICES , 
7 Electronic Hardware 
* Manufacturers 


RoHS — 
Compliant 
Available 


i: 
.37/49 THICKNESS 


Standard slides are ideal for commercial/military applications. It offers complete interchangeability and a 
minimum of deflection when slides are in the extended position. All slides are supplied with a quick disconnect 


y 
feature which permits the entire chassis to be removed easily and replaced. A coating of Poxylube® dry film 
Features: © DSCC 84103 & CID 59590 i lubricant provides smooth sliding action. Up-and-down slides pivot up or down and lock in position with positive 
© Screw actuation © LF Option - Provides additional resistance to detent action. Order B-308 bracket kit online to mount in cabinets deeper than slide length. To select overall 
© Three wedge segments, shaftless shock and vibration (adds .06 (1.5) to screw length) length of slide, determine cabinet mounting depth. Sold in sets of 2. Mounting brackets included with slides. 
@ Superior clamping force for various PCB @ LN Option - Captivates rear wedge when Optional mounting brackets available below. 
thicknesses untorqued (adds .10 (2.5) to screw length) Pri 
© Profile (w x h relaxed, expanded): 0.225” (5.72) x @ L Option - Provides additional resistance to shock ; We 
0.260" (6.60), 0.330” (8.38) and vibration Extended Carrying | _Pkg. 
© Zero entry force Applications: Mfg. Part No. Length Length Capacity Stock No. 1-4+ 
© Can be disassembled before or after mounting © Designed for cold wall applications @ C-300-S-110 10“ 1" 95 Ib 93B6939 154.71 
@ Aluminum alloy (6061-T6 per ASTM-B221 or @ For heavy shock and vibration environments ry ry 
QQ-A-220/8) with chem film (MIL-C-5541, Class @ High clamping force and heat dissipation © C-300-8-112 12 18 96 lb 9386084 140.60 
1A, Gold) finish @ C-300-S-114 14° 15 “ 90 Ib 93B6945 61.39 
For Use Price Each @ C-300-S-116 16“ 17° 90 Ib 93B6948 139.28 
Mfg. Part No. Width With Stock No. 1-9+ @ C-300-S-118 18“ 37" 90 Ib 93B6950 137.74 
40-12-LF 0.22" Sheet Metals & PCB's 72W0992 45.53 @ C-300-S-120 20“ 21“ 85 Ib 93B6953 155.86 
40-12-LF-LN 0.22" Sheet Metals & PCB's 720993 64.47 @ C-300-S-420 20“ 41°“ 85 Ib 9400180 34.47 
40-12-T 6" 0.225" Cold Walls & PCB's 46W1518 71.17 @ C-300-S-122 22“ 23“ 85 Ib 93B6956 150.39 
40-5-10-LF Ss” 0.225" Cold Walls & PCB's 46W1516 68.34 @ C-300-S-422 22" 45“ 85 Ib 03H2860 184.32 
40-5-10-LF-LN 5” 0.225” Cold Walls & PCB's 46W1517 24.99 @ C-300-S-124 24“ 25° 85 Ib 93B6957 150.39 
40-8-LF 4 0.22" Sheet Metals & PCB's 72W0994 30.29 @ C-300-S-424 24“ 45“ 85 Ib 91B0641 165.88 
40-8-LF-LN 4 0.22” Sheet Metals & PCB's 72W0995 40.84 @ C-300-S-126 26“ 27" 80 Ib 93B6959 173.52 
PIM_208213 @ C-300-S-128 28 “ 29" 80 Ib 93B6962 168.44 
®@ C-300-S-130 30 “ 31“ 80 Ib 97F7353 163.32 
EXTRACTORS, SERIES 71 PIM_7074 
Features: PENTAIR 
© Lever ratio: 4.17 
© Maximum extraction force per extractor obtained Schroff CENTER MOUNT NON-PIVOTING SLIDES . GENERAL 
with 20 pounds of finger force is 50 pounds DEVICES 
¢@ Aluminum alloy (5052-H32 per QQ-A-250/8) with ———— ee w Electronic Hardware ™ 
chem film (MIL-C-5541, Class 1A, Gold) finish C.300-8 Side and End Vi 
@ DSSC 84191 ponee Seren see 63 Rois iat 
7 . /ompliant 
Applications: t ’ . Available 
© Designed for both sheet metal and cold wall i__, as 
applications 1.69 50 1.00 
© Facilitates the insertion and extraction of PCB : 
with high density backplane interconnects f j | 
Price Each REVC 
Mfg. Part No. Description Stock No. 1+ .37/.49 THICKNESS 
MeL Board Thegniess0-063(1 -60mmn) LefttiandActon BTHE96S 5.59 REV C solid bearing slides are used for mounting 1U equipment within a 1.75 space. Slides are designed to lock 
71-2-R BoardThickness=0.063"(1.60mm),RightHandAction 87H6971 7.10 in extended position, and quick-disconnect. Constructed of cold rolled steel. Includes rear mounting brackets 
1-3-L BoardThickness=0.094"(2.39mm),LeftHandAction 46W1519 7.56 and hardware. Order mfg. part no. B309 extension bracket kit online to mount in cabinets up to 6” deeper than 
5 = . - : = slide length. Sold in sets of 2. 
71-3-R BoardThickness=0.094”(2.39mm),RightHandAction 46W1520 13.85 - 
PIM_208214 , ges per 
Extended Carrying Gh 
Mfg. Part No. Length Length Capacity Stock No. 1-4+ 
C-230 SERIES SOLID BEARING SLIDES A. GENERAL 2 Closed sic 
ss = DEVICES |e C-300-8-420-RC-38 20" 41" 85 Ib 96B6670 966.93 
Electronic Hardware 
A dH Manufacturers @ C-300-S-422-RC-3S 22“ 45“ 85 Ib 50B3570 152.08 
. S Available Cabinet Mount, 1 Open Slot 
v a! @ C-300-S-118-RC 18 “ 19° 90 Ib 97F3077 143.48 
C-230-S Side and End View A @ C-300-S-120-RC 20“ 21" 85 Ib 97F3078 152.08 
@ C-300-S-122-RC 22“ 23" 85 Ib 97F3079 152.08 
.34/.41 THICKNESS © C.3005-124RC oy 25 35 | 873080] 159.08 
Made of cold rolled steel, these 3-section, fully extendable slides fit standard rack or enclosure and provide high @ C-300-S-126-RC 26 “ 27° 80 Ib 71€9710 168.44 
resistance to shock and vibration. They are well-suited for mobile applications. A quick disconnect stop latch @ C-300-S-128-RC 28 « 57“ 80 Ib 05C0727 187.61 
permits instantaneous removal of the chassis. Slides are coated with Poxylube® dry film lubricant for smooth Cabinet Mount, 3 0 Slot 
sliding action. To select overall slide length, determine cabinet mounting depth. Sold in sets of 2. Up-and-down AU INE MOUNG s PEN.SOl 
pivoting slides are also available; go online or call. @ C-300-S-120-RC-3S 20“ 21" 85 |b 23C6580 152.08 
Price per @ C-300S-124-RC-3S 24“ 49“ 85 Ib 56P6882 152.08 
Extended Carrying |__Pkg. PIM_68991 
Mfg. Part No. Length Length Capacity Stock No. 1-4+ 
@ C-230-S-116 16“ 33m 135 Ib 50B3563 267.89 
@ C-230-S-118 18“ 22“ 135 Ib 51F4050 267.89 SOLID BEARING SLIDES \ ceveaL 
@ C-230-S-120 20° 22° 130 Ib 51F4051 211.75 N Y Electronic Hardware ™ 
@ C-230-8-122 928 26" 130 Ib 51F4052 289.21 ed 
r 7 RoHS 
Available 
PIM_7073 


1.800.463.9275 © newark.com 


2-slot style slides are ideal for mounting 1U equipment within a 1.75” space. Chassis section has a maximum 
thickness of 0.2”. Designed to lock-out in extended position. Optional mounting brackets are available; go online 
or call. 


> CONTINUED > 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


SOLID BEARING SLIDES (CONT.) 


@ Indicates RoHS Compliant 


SLIDES 


RoHS _ 
Compliant 
Available 


4] Find Datasheets Online 


CABINETS & RACKS 


CHASSIS TRAK® BALL BEARING 


Electronic Hardware 
Manufacturers 


Lie 


Price per 
Extended Carrying Pkg. 
Mfg. Part No. Length Length Capacity Stock No. 1-4+ 
@ C-3700-18 18“ 29.95 m 75 Ib 99F4107 115.68 
@ C-3700-24 24“ 39.95 m 70 Ib 94B5793 153.00 
PIM_142194 
NONPIVOT SLIDES 


Electronic Hardware 
Manufacturers. 


1 VE 

3.41|Is oo 5 

v4 14 
37/.46 THICKNESS -42/.04 THICKNESS 


Full-extension slides fit any standard rack or enclosure. Automatic lockout and pushbutton lock release for 
easy chassis removal. Contains 1 pair of slides and all mounting hardware. Order B-307-1 or 2 bracket kit 
separately, to mount CTS and CTRS series in cabinets deeper than the slide length. Order B-810-1 bracket 
kit separately, to mount CTHS and CTHRS series in cabinets deeper than slide length. CTRS series slides 
are identical to CTS series slides but with stainless steel ball-bearing rollers. To select overall length of slide, 
determine cabinet mounting depth. See How-to-Order information online or call. Sold in pairs of 2. 


ae 


“00 


1.35 
I 


Ball bearing slides provide quiet travel, quick-disconnect chassis removal and replacement, lockout for safe 


operation, and cushioned stop. Ideal for light to medium electronics applications. Sold in pkg. of 2. For cabinet 
mounting, order extension brackets separately online or call. 
Price per 
Extended Carrying Pkg. 
Mfg. Part No. Length Length Capacity Stock No. 1-4+ 
@ CLB-203-14 14° 25m 130 Ib 29€3321 ASG52 
@ CLB-203-16 16“ 12° 120 Ib 51F4094 A352 
@ CLB-203-20 20°“ 15“ 95 |b 51F4096 162.20 
@ CLB-203-22 22“ 16“ 85 Ib 51F4097 162.20 
@ CLB-203-24 24“ 17“ 80 Ib 51F4098 198.26 
PIM_7078 


EXTENSION BRACKETS FOR BALL BEARING 


SLIDES \S HEU ES | 
Price per \¥ DEVICE 
Extended Carrying Pkg. Manufacturers 
Mfg. Part No. Length Length Capacity Stock No. 1-4+ RoHS 
@crs-16 16° 19.63" 175 Ib 51F4077 295.61 SeR pie 
@ CTS-118 18 “ 23.63 “ 175 Ib 51F4078 295.61 
@ CTS-120 20" 27.63 * 175 lb 51F4079 311.67 
@ CTRS-120 20° 27.63 “ 175 Ib 51F4082 429.22 
@ CTHS-122 22* 29.63 * 275 Ib 97F3062 321.31 
@ CTHRS-122 22“ 29.63 “ 275 |b 16F1909 560.78 >) 67 I< 2.38 |__ ag 
@ CTS-122 22" 31.63 “ 175 |b 51F4080 293.83 — [1.531 , 
@ CTHRS-124 24° 31.63 “ 275 |b 16F1910 560.78 ls | Ce ‘ t Cc F 
@ CTRS-124 24° 34.63 “ 175 Ib 51F4084 429.22 17507 4 S japaa8 +/|/ bP . 153 0 Cc] 136 
@ CTS-124 24" 34.63 “ 175 Ib 51F4081 293.83 | 605 +f { i.) ae, Ka | st | 4 
@ CTHS-124 24 * 55.63 m 275 Ib 65H6538 321.31 t50(7 t 
PIM_7075 Tee Me ij 
a ea leer g FP 
SOLID BEARING EXTENSION RoHS _ GENERAL =... a re ie er 
BRACKET KITS arta \ \. DEVICES | ze 
Electronic Hardware > 41.36 = 
Manufacturers 6 v et 7 t aay rE 
TT. tts t Be sta 2 | 12 le 1.73 
5 175 : —>| e216 36|@ > Seat 
Aas Te - : fe 
344 ae .203->| |«— 2.834 —+| 265 +ll..06 
Coy tit | CMs 
Y Fy Extension brackets provide mounting flexibility and maximum slide extension. Contains brackets, bar nuts, and 
7.25 70 [- t Zi 38 t screws for mounting 1 pair of slides to a cabinet. Sold in packages of 4. 
E B-307-1 5 
® Scopes] 733 fy = (6) EQUAL SPACES one a 
Yeeseoocrs| + 625 __|+ AT 1,00 = 6.00 a Gh 
r mae x fe (fe pbppbed rath Mfg. Part No. Height Width Stock No. 14+ 
8-308 : <it Pee Se eee Bari e@cmt4 16mm 43.94mm 61H8604 43.72 
a ae) eae X 719 SLOT (14) PLACES @CM3 34mm 114mm 16F1893 46.56 
: B-309 @cm4 34mm 191mm 61H8997 41.23 
7.25" (184.2) bracket allows 6” (152.4) of slide adjustment. Sold in pkgs. of 2. @cM2 39mm 59mm 97F3042 41.23 
Prceper @ CMS 44mm 59mm 26H1967 45.03 
Pkg. @cms 44mm 109mm 16F1895 41.23 
Mfg. Part No. Height Width Stock No. 1-4+ @cm 70mm 59mm 83F6530 41.23 
1" Extension for C-230 and CT Slides PIM_7221 
@ B-131-2 76mm Simm 92B0873 37.21 
4" Extension for C-230, CTS and CTRS Slid 
menstonier an wes 19” WIDTH PANEL SLIDING SHELVES GENERAL 
@ B-307-1 87mm 151mm 51F4057 40.34 © Load capacity: 60 Ibs. DEVICES | 
4" Extension for CTHS and CTHRS Slides  Semi-gloss black finish N Electronic Hardware 
: F janufacturers 
@ B-810-1 92mm 151mm 16F1911 44.38 © Mounting hardward included 
@ B-810-2 92mm 246mm 16F1912 40.39 Mfg. Part No. D-4454 mounts in a 19” rack mount Gee tinoint 
- - - cabinet and is ideal to set non-rackmountable Available 
8" Extension for C-230, CTS and CTRS Slides equipment on. 
@ B-307-2 87mm 246mm 51F4058 38.07 
Closed Slot Extension Bracket Kit for C-300 Slides 8 
@ B-793 44mm 184mm 88F1608 36.98 
Extension Bracket Kit for C-300 Rev C Slides Price Each 
@ B-309 38mm 187mm 97F3016 35.83 Mfg. Part No. Width Depth Stock No. 1-4+ 
Extension Bracket Kit for C-300 Slides @ D-4454-19X20 432mm 508mm 48F5260 204.13 
@ B-308 44mm 184mm 51F4073 332 @ D-4454-19X24 432mm 610mm 48F5262 173.71 
PIM_72165 PIM_78115 


1520 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


RETRACTABLE WRITING SHELVES 


Electronic Hardware 
Manufacturers 


RoHS _ 
Compliant 
Available 


ae 


Retractable writing surface with black powder coat finish. 19” rack mount panel width. 17” drawer width. 
12-gauge front panel with formed push-pull handle. Electrical bushing in the rear to accommodate electrical 
cord. Load capacity: 85 Ibs. Slide assemblies with rear mounting brackets and assembly hardware are as 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
CABINETS & RACKS 


CHASSIS KITS \_ GENERAL 


DEVICES | 


7’ Electronic Hardware 
Manufacturers 


RoHS _ 
Compliant 
Available 


1.75" Chassis Shown 
Kits come unassembled and include a front panel (0.125” thick), 2 side panels (0.06” thick), chassis plate (0.09" 
thick), rear panel (0.09” thick), and assembly hardware. Material: Aluminum with clear chromate finish. 19” front 


follows: D-4080-1 uses C-300-S-420-RC-3S slide assembly and B-389 rear bracket; D-4080-3 an5 uses Panel width. 17° chassis width. Other sizes are available, go online or call 
C-300-S-120 slide assembly and B-308 rear bracket, order separately; go online or call. Price Each 
Price Each Mfg. Part No. Rack U Height Height Width Depth Stock No. 1-4+ 
Mfg. Part No. Width Depth Stock No. 1-4+ Transparent 

@ D-4080-1 432mm 483mm 85K9403 266.61 @ CHA-3X17 1 3.47“ 17" Ain 98B3001 223.80 

PIM_7086 @ CHA-3X8 1 3.47" 19° 872" 91B8076 172.65 

@ CHA-5X17 1 5.22 “ 17“ 17“ 90B4488 256.18 

CABLE CARRIERS AND RETRACTORS GENERAL 2 S450! u i | 

\e DEVICES @ CHA-5X12 1 5:22" 19“ 12.97“ 97F3036 204.99 

AWE Evcronictarcnare ™ ——@ CHATX12 1 6.97" 17 12.75" | 50B9916 | 204.99 

RoHS @ CHA-7X21 1 6.97 “ 19" 21.47" 90B0980 257.08 

Compliant « 7 
Gepiinpan @ CHA-10X17 1 10.47 17.22 1101497 312.71 
PIM_77845 
RoHS 
D-329 CARD GUIDES Geena p ce) = POWER 
Available 
C-4555 3 
a 
Deep Channel SPC23713 to 15 
Rack SPC23703 to 08 Tension Rack SPC23712 
f 
C-990 C-4017 


Keep cables neat and orderly. Carriers, retractors, and roller guides help prevent damage such as pinched, 
tangled, cut, or bent cables. For use with Vent Rak Cabinets 
Mfg. part no. C-4555 ribbon carrier extends up to 29”. 16-gauge steel construction, bright zinc-plated finish. 
Mfg. part no. C990 cable carrier offers three mounting points for heavier cables and features quick-disconnect 
for easy installation. 14-gauge steel construction. Extends up to 30”. Bright zinc-plated finish. Mfg. part no. 
D-329 cable carrier features heavy roll form steel construction. Bright zinc-plated finish. Two-point mount 
extends to 30”. Mfg. part no. C-4017 cable roller guide is for use with other carriers and guides. 


Price Each 
Mfg. Part No. Type Stock No. LEE] 
@C-4017 Cable Roller Guide 51F4105 38.51 
@ C-4555 Two Point Mount Ribbon Carrier 51F4104 56.97 
@C-990 Three Point Mount Cable Carrier 51F4103 95.27 
@ D-329 Two Point Mount Cable Carrier 51F4102 73.71 
PIM_7083 


ALL-IN-ONE SHELVES 


ae 


7 Electronic Hardware 
Manufacturers 


RoHS _ 
Compliant 
Available 


Mount equipment on the inside or outside of standard 19” enclosures and racks. Rugged 14-gauge steel 
construction. Perforated to help keep equipment cool. Black semigloss finish. 


Price Each 
Mfg. Part No. Rack U Height Width Depth Stock No. 1-4+ 
@ D-4455 1 465mm 279mm 01F691 98.97 
@ D-4456 2 465mm 305mm 01F692 97.62 
PIM_17447 


PCB Fabrication 


Quality U.S.-based manufacturers — 
as fast as 48-hour turnaround! 


& Assembly 


elementi4.com/designcenter 


PIM_5624858 


1.800.463.9275 © newark.com 


Snap In SPC23717 


Carries a wide variety of PC boards. See them online or call. 
For Use Price Each 
Mfg. Part No. Length Width With Stock No. 1-9+ 
@ SPC23703 76.2mm 6.4mm 1.6mm Thick PC Boards 01N3721 = 
@ SPC23704 76.2mm 6.1mm 1.6mm Thick PC Boards 01N3722 0.07 
@ SPC23705 101.4mm | 6.1mm 1.6mm Thick PC Boards 01N3723 = 
@ SPC23706 127mm 6.1mm 1.6mm Thick PC Boards 01N3724 —_ 
@ SPC23707 101.6mm | 6.4mm 1.6mm Thick PC Boards 01N3725 — 
@ SPC23708 152.4mm | 6.4mm 1.6mm Thick PC Boards 01N3726 SS 
@ SPC23712 169.7mm | 9.9mm | 1.3mm to 2.2mm Thick PC Boards | 01N3730 = 
@ SPC23713 63.5mm 6.4mm 2mm Thick PC Boards 01N3731 = 
@ SPC23714 152.4mm | 6.4mm 2.6mm Thick PC Boards 01N3732 0.01 
@ SPC23715 203.2mm | 6.4mm 2.6mm Thick PC Boards 01N3733 = 
@ SPC23717 127mm 7.9mm 1.9mm Thick PC Boards 01N3735 —_ 
PIM_116497 


Custom 
Rocker Switches 


Designed with your choice of: 
color, text, logo, icon 


Call 800.463.9275 or email: 
customswitches@newark.com 


PIM_5624875 
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ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
CABINETS & RACKS 


DIN RAILS AND MOUNTING 


C€ @ multicomp 


@ Indicates RoHS Compliant | Find Datasheets Online 


GROMMET EDGING (CONT.) 


ACCESSORIES Price per 
Panel Spool 
Mfg. Part No. Length Thickness Color Stock No. 1+ 
PE (Polyethylene), Slotted Edging 
@ GEE62F-C 30.5m 1.6mm Natural 89F1909 52.89 
@ GEE99F-C 30.5m 2.5mm Natural 89F1910 60.47 
epee? @ GEE144F-C 30.5m 3.7mm Natural 89F 1897 67.97 
PE (Polyethylene), Slotted Edging, Adhesive-Lined 
@ GEE62F-A-C 30.5m 1.6mm Natural 91F7323 65.62 
@ GEEQ9F-A-C 30.5m 2.5mm Natural 91F7324 TO 
DIN Rail Cutter @ GEE144F-A-C 30.5m 3.7mm Natural 91F7325 84.86 
an PE (Polyethylene), Slotted Edging, Adhesive-Lined, Weather Resistant 
SPC10575 @ GEE62F-A-CO 30.5m 1.6mm Black 83F7233 74.39 
@ GEE99F-A-CO 30.5m 2.5mm Black 83F7234 82.25 
@ GEE144F-A-CO 30.5m 3.7mm Black 83F7232 92.92 
PE (Polyethylene), Slotted Edging, Flame-Retardant 
@ GEE62FR-CY 30.5m 1.6mm Natural 1775462 72.94 
@ GEE144FR-CY 30.5m 3.7mm Natural 1775461 134.32 
End Clip SPC10578 PE (Polyethylene), Solid Edging 
Slotted versions have a 25mm slot length x 5.3mm width and measure 36mm between slot centers. Rails @ GES62F-C 30.5m | 1.6mm Natural 84F1830 41.46 
are constructed of zinc chromate plated steel. The end clip fits on the end of the DIN rail. DIN rail cutter cuts @ GES144F-C 30.5m 3.7mm Natural 84F1832 53.34 
35x15mm, 35x7.5mm, and 15mm DIN rails and includes a 1m integrated measuring stick. CE compliant. PE (Polyethylene), Solid Edging, Adhesive-Lined 
Price Each @ GES62F-A-C 30.5m 1.6mm Natural 91F7326 47.52 
Mfg. Part No. Description Stock No. ft @ GESOQF-A-C 30.5m 2.5mm Natura 91F7327 54.59 
SPC23699 DIN Rail Cutter 08N2973 2040.00 @ GES144F-A-C 30.5m 3.7mm Natura 91F7328 62.64 
Price Each PE (Polyethylene), Solid Edging, Adhesive-Lined, Weather Resistant 
Mfg. Part No. Description Stock No. 1-1-9+ @ GES62F-A-CO 30.5m 1.6mm Black 83F7237 52.26 
@ SPC10578 35x15mm Slotted, 2m 19C7297 24.29 @ GES99F-A-CO 30.5m 2.5mm Black 83F7238 60.47 
@ 3270 35x7.29mm Slotted, 1m 92N4514 14.89 @ GES144F-A-CO 30.5m 3.7mm Black 83F7236 69.22 
@ SPC10576 35x7.5mm Slotted, 1m 1907295 7.92 PIM_6458 
@ SPC10575 35x7.5mm Slotted, 2m 1907294 17.59 
@ SPC10577 35x7.5mm Solid, 2m 1907296 16.95 TEM-STAT TEMPERATURE CONTROLS 
@ SPC23698 35x7mm, Slotted, 1m 08N2972 7.35 
SMS-RC Rail Spacer 46N7409 0.85 
PIM_66776 Bud Industries, Inc, 
RoHS 
Geptinaian 
Clip Available 
Price Each ) G 
Mfg. Part No. Stock No. 1-24+ 
DIN Rail End Clip - 45mm 
@ SMS-EC 46N7410 4.71 
PIM_5512130 TS-16 
Tem-Stat controls react to gradual or sudden temperature changes in cabinets. Contacts are normally open and 
DIN CLIP epee close on temperature rise. UL listed, CSA certified. 
© Designed for mounting enclosures to DIN rails MANUFACTURING. Mfg. Part No. Setting Range Stock No tee 
© Black glass filled nylon (UL94-VO flammability rating) LL’ EE : g Rang : 
© Units are 1.8” long x 0.4” wide Normally Open 
© Sold in packages of 2 Geeeinoiat @ TS-15-A | +26.6°Cto+76.6°C 09R6727 23.56 
7 Available @TS-16 0°Cto+60°C 09R6728 32.74 
PIM_7171 
% aL 
& AC FAN TRAYS 
Price Each e hy EIA 19” panel width and 1U (1.75") | |- 
Mfg. Part No. Description Stock No. 1-9+ © |lluminated on/off switch conveniently located Bud Industries, Inc. 
@ 1427DINCLIP NylonDINClip-Pair-for35mmwidthDINrails 50H5703 6.25 on front panel RoHS 
115VAC, 60Hz operation Gee tinpian 
PIM_90554 Available 


GROMMET EDGING 


Panguit 
RoHS 

Geena 

Available 


Slotted Wall 


© Grommet edging used where abrasion is a primary 
concern 

© GEE series slotted wall is for irregularly shaped 
and round panel holes 

© GES series solid wall is for use on straight edges 

@ Provided in 0.8mm thick material making it highly 


Grommet Edging in Continuous Roll/Spool 


Solid Wall 


flexible 
© Choice of adhesive-lined or unlined 
@ Available in Natural and weather resistant Black 
© Sold in continous rolls or pre-cut strips in 
package quantities indicated in tables below 


> CONTINUED > 


e 

® Black texture finish 
© 7-ft. long power cord 
e 
e 


Shipped completely assembled 
Additional support brackets included with 6- and 
9-fan versions 


No. of Flow Supply | Price Each 
Mfg. Part No. Fans Rate Voltage Stock No. 1-4+ 

-, 17W, Power Cord 

@ FT-1973 3 315cu.ft/min 115VAC 97H5048 219.02 
@ FT-1976 105cu.ft/min 115VAC 52M8821 336.70 
@ FT-1979 9 945cu.ft/min 115VAC 97H5050 441.63 
PIM_78556 
si aide ebmpapst 
© Fits 19” cabinet rack or enclosure y 


© Sheet metal housing 

© Power switch and fuse ; 
48VDC and fan tray configurations that hold 6,9 or ~ 
12 tubeaxial fans are available; go online or call. 


RoHS _ 
Compliant 
Available 


> CONTINUED > 


1522 Go online or call for non-compliant or &?ROHS Compliant products. See page 2 


AC AND DC FAN TRAYS (CONT.) 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
ENVIRONMENTAL MANAGEMENT 


RACK-COOLING BLOWERS (CONT.) 


No. of Flow Supply [Price Each Price Each 
Mfg. Part No. Fans Rate Voltage Stock No. 1-4+ Mfg. Part No. Height Width Depth Stock No. 1-9+ 
Ball, 15W, Terminals Steel 
@ FT-170-300-002 3 300cu. ft/min 24VDC 86K9734 528.47 @ HB2160A 3.5" 17" we 98H0401 435.10 
Sleeve, 54W, Power Cord @ HB3250A 5.3” 17” 7.8" 98H0402 955.03 
@ FT-170-318-001 318cu.ft/min 115VAC 86K9736 seehils) @ HB4500A ri ar 10.3” 1038538 995.87 
@ FT-170-318-002 318cu. ft/min 230VAC 91F3982 523.72 PIM_34276 
PIM_17029 
AC TUBEAXIAL FANS HAMMOND 
PPG SERIES FAN PANEL ASSEMBLY HAMMOND aa 
MANUFACTURING... 


RoHS 
Compliant 
Available 


Two fan models mounted on a standard width 19” rack panel and shipped assembled as shown. Front of panel 
is punched for finger protection and the rear of the fans assembled with metal guards. Perfect as an exhaust 
fan panel or when using “push-pull” cooling (unit pulls air out of the rack cabinet). Finished in textured black 
powder paint. 


No. of Flow Supply Price Each 
Mfg. Part No. Fans Rate Voltage Stock No. 1-9+ 
@ PPGPFPA 2 210cu.ft/min 115VAC 52M8739 127.06 
PIM_59782 
Grill / Vents 
Price Each 
Mfg. Part No. Height Width Depth Stock No. 1-9+ 
Metal, Black, Fan, 2 Holes 
@ PPFP190802BK1 5.25" 19” 0.07" 18C1857 20.29 
@ PPFP191202BK1 T 19” 0.07" 1801859 23.97 
Metal, Black, Fan, 3 Holes 
@ PPFP190803BK1 | 5.25” 19” 0.07" 1801858 20.29 
Metal, Black, Grill, 2 Holes 
@ PPGP191202BK1 | 5.25" 19” 0.07" 18C1860 23.97 
PIM_5512026 
RACK COOLING FAN TRAYS HAMMOND 
Features: MANUFACTURING... 


@ 3 Fans per Row 

@ Ball Bearing Motors Rated up to 105 cfm per Fan 

© Low Noise Level 

@ Removable Rear Support Brackets (On 2- and 
3-Row Models) 

@ 415VAC Operation, 50//60 Hz 

© Single Panel Space (1.75”) 

© Optional On/Off Switch 

@ 6’ 14/3 STJW Cord with Molded 3 Prong Plug 
Included 

FT series fan trays deliver cooling air by localizing fan placement in the rack. Units mount in standard 19” racks 

and are 17” wide. 


bb’ 


RoHS — 
Compliant 
Available 


No. of Flow Supply | Price Each 
Mfg. Part No. Fans Rate Voltage Stock No. 1-9+ 

Ball, 120W, Power Cord - With Lighted On/Off Switch 

@ FT900HA1BK 9 900cu. ft/min 115VAC 96B2537 612.60 
Ball, 120W, Power Cord - Without On/Off Switch 

@ FT900TA1BK 9 900cu. ft/min 115VAC 93B7376 612.60 
Ball, 80W, Power Cord - With Lighted On/Off Switch 

@ FT300HA1BK 3 300cu.ft/min 115VAC 91B3654 298.44 
@ FT600HA1BK 6 600cu. ft/min 115VAC | 1101231 455.52 
Ball, 80W, Power Cord - Without On/Off Switch 

@ FT300TA1BK 3 300cu. ft/min 115VAC 93B7361 298.44 
@ FT600TA1BK 6 600cu.ft/min 115VAC 93B7363 455.52 
PIM_60080 

RACK-COOLING BLOWERS HAMMOND 

MANUFACTURING... 


RoHS | 
as Compliant 
Mfg. part no. HB are packaged twin-intake blowers 


Available bb’ 


delivering air from more than 50% of their 17” width. Each 
contains a quadruplex centrifugal blower powered 
by a single precision ball bearing motor. Operating 
temperature: -20°F to +250°F. Mount on standard 
19” panel rails. Feature attractive stainless steel grills, 
permanent filter and exhaust guard. 115VAC operation. 
60Hz motor. 


> CONTINUED > 


1.800.463.9275 © newark.com 


RoHS — 
Compliant 
Available 


FAN80 
@ 3.15” fans have 11” long lead wires 


@ Impedence protected motor 


© Class-B insulated e 47” fans have male plug terminations (requires 

@ Ball bearings fan cord) 

© Metal blades @ Mounting hardware included 

External | Supply Price Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-9+ 

120 mm, Terminals 

@ DNMF100AC115 38mm 115V Ball 105cu. ft/min 2409414 54.00 
@ DNMF100AC230 38mm 230V Ball 105cu.ft/min 50H3861 54.00 
80 mm, 2 Lead Wires 

@ FAN80AC115 38mm | 115V Ball 32cu.ft/min 3106263 59.10 
PIM_90529 

FILTER FAN BOXES AND GRILLS HAMMOND 

MANUFACTURING... 


RoHS — 
Compliant 
Available 


Filtered fan box pulls air into enclosure and the filter grill is used as an air outlet. Fan box includes ball bearing 
fan with UR/CE listing, 115VAC motor, 6” wire leads, filter, and stainless steel grill. Filter is aluminum coated. 
Filter grills include grill and aluminum coated filter only. 


Exhaust Grill & Filters 


Frame Fixing Price Each 
Mfg. Part No. Size Centers Stock No. 1-9+ 
@ XFG4 143 mm 104.9 mm 24B5817 86.68 
@ XFG6 181mm 114.3 mm 24B5818 91.83 
@ XFG10 282 mm 174.75 mm 24B5816 121.85 
Filter Fan Boxes 
Price Each 
Mfg. Part No. Description Stock No. 1-1-9+ 
@ XF4115 105 CFM, 115V 24B5821 157.21 
@ XF6115 220 CFM, 115V 24B5823 266.64 
@ XF10115 550 CFM, 115V 24B5819 372.51 
PIM_52189 
ECONOMY PLASTIC FILTER FAN HAMMOND 


RoHS 
GRILLS AND FILTERS Geena lds 
Flame retardant ABS (Acrylonitrite Butadiene Styrene) 


plastic grills and flame retardant synthetic filters. Mount easily with 
4 screws using template and hardware included. Integral gasket 
seals against enclosure surface. For standard 3.15” or 4.7” fans 
(not included), or alone as exhaust grill. Colors: black, gray/beige 
(RAL7032) and ASA61 gray (RAL7011). Order replacement filters 
separately online or call. 


Price Each 

Mfg. Part No. Height Width Depth StockNo. | 1-9 _ 
ABS, Black, Square Fans 
@ XPFA80BK 4.13" 4.13" 0.63” | 1801939 15.16 
ABS, Grey, Square Fans 
@ XPFA80GY 4.1” 4.1” 0.63” 1801941 15.16 
@ XPFA120GY 5.91” 5.91” 0.94” 3101698 23.47 
Black, Axial Fans 
@ XPFA254BK 12" 12" 0.94" 86W0164 46.21 

> CONTINUED > 
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ENVIRONMENTAL MANAGEMENT 


ECONOMY PLASTIC FILTER FAN GRILLS AND FILTERS (CONT.) HEATERS, THERMOSTATS, & BREATHER KITS (CONT.) 
Price Each Voltage Price Each 
Mfg. Part No. Height Width Depth Stock No. 1-9+ Output | Rating ; : 
Black, Square Fans Mfg. Part No. Power VAC Height Width Depth Stock No. 1-9+ 
“OxPFAI0BK. | 59”) 59”) 063" | 4801937.) 2347 @ SHG14005 60 W 250 V 6.89 2.8 2 0131633 131.29 
i @ SHG14007 100 W 250 V 6.89 “ 2.8“ 2" 98H1385 161.70 
Srey: Sxtal Fans 150 W 250 V 9.84“ 2.8“ 2° 011635 
@ XPFA80LG rer a4 063" B6W0167 1516 @ SHG14008 F : 245.10 
@ XPFA120LG 5.91" 5.91" 0.94" 08R4724 23.47 ce 
@ XPFA254LG 12” 12" 0.94” 86W0166 46.48 
Grey, Square Fans Thermostats 
@ XPFA254GY 12” 12" 0.94" 86W0165 46.48 Price Each 
PIM_59780 Mfg. Part No. Setting Range Stock No. 1-9+ 
Normally Closed 
FLH SERIES 125-800 W FAN HEATERS WITH HAMMOND @ SKT011409NC-C. -1.11°Cto+60°C 91B1623 44.55 
THERMOSTAT ~ Normally Open — 
© Designed to prevent condensation or maintain minimum temperature in @ SKTO11419NO-C -1.11°Cto#60°C 26H7996 44.55 
enclosures RoHS @ SKT011419NO -1.11°Cto+60°C 97F9467 55.14 
© Built in Thermostat (-18°C to +38°C) (0°F to +100°F) Gee einpiat SaaIIe 
@ Fan Auto/On switch with pilot light for Heat On indication Mm Available = 
© 20 CFM airflow MMM ° 
@ High temperature safety protection ] } AY Cabinet Coolin 
@ Aluminum alloy outer casing i 9 
© Connection via terminal block Price Each 
Mfg. Part No. Width Depth Stock No. 1-9+ 
Polycarbonate, Breather Kit 
@ SDA412 2.6" 4,2" 66F8019 13.30 
PIM_5518511 


Power | Supply Flow Price Each 
Mfg. Part No. Rating | Voltage Rate Height | Width | Depth | Stock No. 1-9+ 


@ FLHTF125A115 | 125W | 120V | 20cuftimin | 5.5” 4” | 5.3" | 51R3185 | 260.99 MCLEAN SIDE- AND TOP-MOUNT AIR CONDITIONERS Fo hare 20° 
@ FLHTF200A115 | 200W | 120V | 20cu.ft/min | 5.5” 4” | 5.3" | 51R3187 | 310.09 FOR ENCLOSURES 

@ FLHTF400A115 | 400w | 120V | 20cu.tmin] 7.5” | 4” | 53” | 51R3189 | 358.71 
@ FLHTF800A115 | 800W | 120V | 20cu.ftmin] 7.5” | 4” | 53” | 51R3191 | 407.59 


MCLEAN® IS NOW HOFFMAN COOLING 


RoHS — 
Compliant 
Available 


PIM_210149 a 

FLH SERIES 125-800 W FAN HEATERS WITH TAO nic. 

THERMOSTAT : 

. reno Prevent condensation or maintain minimum temperature in T15 series subcompact single phase units are ideal for cooling smaller enclosures with 8” or greater depth, 
ne ° ° 3 3 ° making it easily installed in wall-mount enclosures or enclosures with narrow side walls. Each equipped with a 

a ee a a eh G A thermostat control, EMI/RFI noise suppressor, condensate management system with base pan side drain and 

© 20 CFM airflow plow reusable/washable air filter. Feature high-performance, industrial-grade ball-bearing fans to provide maximum 

© High temperature safety protection heat transfer. Max. ambient temperature: 125°F, 52°C. Popular RAL7035 smooth light gray polyester powder 

e Mandniievalel outer alt finish over steel cabinet body. Units include power cord with standard grounded outlet plug, built-in hanging 

© Connection Se erro nia brackets, mounting hardware and gasket, and instruction manual. 


Compact, mid-size and full-size single phase units are easily installed on door, side or front of enclosure with 
supplied hanging or mounting brackets. Each equipped with a thermostat control that offers convenient digital 
display of enclosure temperature and high-temperature alarm. Feature high-performance ball-bearing fans or 


centrifugal blowers. Max. ambient temperature: 125°F, 52°C. Popular RAL7042 smooth gray polyester powder 
finish on cabinet body and RAL 7036 light gray grille. Mounting gasket and instructions included. 
Power | Suppl Flow Price Each Top-mount, single phase units are ideal for use where there is little or no clearance around the enclosure. 
Mfg. Part No. Ratin alee Rate Height | Width | Depth | StockNo. | 19% Equipped with a thermostat control that offers convenient digital display of enclosure temperature and high- 
9. 9 9 - x - i ENG: temperature alarm. High-performance CFM ball-bearing centrifugal blowers. Max. ambient temperature: 125°F, 
@ FLHTF125A115 | 125W | 120V | 20cuftimin | 5.5 4 5.3” | 51R3185 | 260.99 52°C. Popular RAL7042 smooth gray polyester powder finish on cabinet body and RAL 7035 light gray grille. 
@ FLHTF200A115 | 200W | 120V | 20cuft/min | 5.5” 4 5.3" | 51R3187 | 310.09 He Laie and edad ieee meric ‘ ii = 
- 7 7 a air conditioner models operate at j iz, unless otherwise noted. Units use a free or 
GFLHTFAOOATIS | 400W | 120V_| 20cu.fmin | 7.6" | 4” | 5.3" | S1R3189 | 358.71 environmentally-safe refrigerant. All models are UL/cUL Type 12 rated. 230VAC units are also available; go 
@ FLHTF800A115 | 800W | 120V | 20cufmin | 7.5” 4 5.3” | 51R3191 407.59 online or call. 
PIM_210367 Cooling Price Each 
Mfg. Part No. Capacity Height Width Depth Stock No. 1+ 
HEATERS, THERMOSTATS, & BREATHER KITS HAMMOND Metal, Proair Indoor Harsh Environment - Rated Voltage: 115V 
MANUFACTURING. CR230216G002 1600BTU 23" 10" 8.75" 91F4814 | 4946.56 
LLY CR290216G002 3000BTU | 296" | 15.75" | 863" | o1F4799 | 5700.58 
RoHS @ CR290416G002 4000BTU 29.5" 15.75" 8.63" 91F4801 6202.08 
Geetinoian CR430616002 6000BTU 43.31" 15.75" 10.25” 91F4803 ss 
A Steel, GENESIS™ Compact Indoor - Rated Voltage: 115V 
M130116G1014 1000BTU 13.25" 14.25" 7.8” 88F4811 = 
C € @ M170216G009 1800BTU 17.65" 12” 8.68" 0105608 —_ 
M280216G013 2200BTU 28.5" 17” 11.33" 1803958 — 
SKT SHG M330416G010 4000BTU 34.37" 12” 9.88” 2007129 —_ 
Heaters protect against low temperatures, condensation and corrosion in electrical/electronic enclosures by @ M360616307 6000BTU 38.72” 15” 11.38” 20€7131 _ 
maintaining a stable temperature environment. Heaters are 115V/50/60Hz. SHGL heater fans are similar to SHG Steel, GENESIS™ Top-Mount Indoor - Rated Voltage: 115V 
heaters but have an axial fan for forced air circulation. SKT thermostats control and monitor air temperature. ~ "i = = 
Mfg. part numbers with suffix NC (Normally Closed) for the control of heaters and heater fans. Mfg. part MHB110216G306 2200BTU 10.25 i 21.08 20C7124 5642.76 
numbers with suffix NO (Normally Open) for the control of cooling units such as filter fans. All dimensions are MHB110416G307 4000BTU 10.25” 17” 21.08” 91F4809 6875.86 
2.4H x 1.3W x 1.4"D. SDA412 breather kit (pressure compensation plugs) provides for controlled pressure Steel, T-SERIES Compact Outdoor - Rated Voltage: 115V 
compensation due to temperature variations (e.g., night/day operations) and protect against dust and humidity. - = — = 
Two plugs per cabinet in opposite locations are recommended. 2.6” diameter x 1.2” height. IP45 protection. © 12002166100 2000BTU 20 10 9.9 27M2902 5837.46 
CE compliant. Steel, T-SERIES Compact Outdoor - Rated Voltage: 230V 
Voltage Price Each @ 11501266100 800BTU 15.75" 7.5” 6.3" 27M2901 4159.50 
Output Rating PIM. 13037 
Mfg. Part No. Power VAC Height Width Depth Stock No. 1-9+ = 


e@sHclose00 | 250w | 120V 7 31° | 32° | 97F9464 | 408.58 
@ SHG14000 tsw | 250v [ 394° | 28° 2° 0101631 88.49 
@ SHG14001 sow | 250v | 394" | 28° 2° | 97H4218 | 93.71 
@ SHG14003 45w | 250v | 394° | 28° 2 011632 | 114.32 
> CONTINUED > 
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ENVIRONMENTAL MANAGEMENT 


COMPACT COOLING FANS Hoffman SIDE-MOUNT FILTER FANS (CONT.) 
For use in enclosures where space is limited and WsGLEANSIS NON HOFEIIN cobLie Cooling Price Each 
reliable etl bale : eet Les cae RoHS Mfg. Part No. Capacity Height Width Depth Stock No. 1-9+ 
air circulation. Powered by ‘ z single Compliant 7 7 
phase motors and available in three sizes with Se rnin Plastic, SF10 162CFM, Voltage : 48V - - - 
nominal airflows of 100, 240, and 560cfm. Fans @ SF1048414 51.27W/°C 9.84’ 9.84’ 4.72 4576821 & 
bas Sa _ ee stripped i gel Plastic, SF13 303CFM, Thin Depth Filter Fans to Minimise Cabinet Intrusion, Voltage : 115V 
eal Tor applications where compact and quiet ¥ ry ” ” ” 
service is desired. Fan bracket designed to provide @sTi3tesi4 | 87.66WhC | 9.84" | 9.84" | 4.02" SCS 
easy mounting of cooling fans inside enclosure. One Plastic, SF13 303CFM, Thin Depth Filter Fans to Minimise Cabinet Intrusion, Voltage : 230V 
finger guard i fai (an addi st ie @ 871326414 95.89W/°C 9.84” 9.84" 4.02" 4516852 = 
Is recommended for maximum safety. mounting . 7 
hardware is included. 230V compact cooling fans Plastic, SF13 376CFM, Voltage: 115V00 SF13 376CFM, Voltage : 115V 
available; go online or call. @ SF1316413 109.49W/°C 12.72" 12.72" 5.83” 91T9700 = 
5 @ SF1316514 109.49W/°C 12.72" 12.72” 5.83" 4516827 a 
External | Supply [Price Each "esFisieat4 vae7wrc | 1272" | 1272 | 583° | 4516822 
Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-9+ = a z = 
117 mm, 2 Lead Wires @ SF1316414R 118.67WI°C 12.72" 12.72" 5.83" 4576823 a 
@ ASAXEN 38mm 115V Ball TO0cuftmin |  92F098 166.80 Plastic, SF13 376CFM, Voltage : 230V 
172 mm, 2 Lead Wires @ SF1326414 118.67W/°C 12.72" 12.72" 5.83" 4576830 = 
@ AGAXFN 38mm 115V Ball | 240cuftimin | 92F089 | 358.68 Plastic, SF13.376CFM, Voltage : 48V 
254 mm, 2 Lead Wires @ SF1348414 118.67WI°C 12.72" 12.72" 5.83" 4576835 = 
@ ATOAXFN gomm | 115V Ball | S60cuivmin | 19M8336 | 400.44 Plastic, SF13473CFM, Voltage: 115V 
SM 78087 @ SF1316524 137.97WI°C 12.72" 12.72" 6.38" 4576828 a 
_ @ SF1316424 149.68W/°C 12.72" 12.72” 6.38" 4576824 wes 
: @ SF1316424R 149.68W/°C 12.72" 12.72" 6.38" 4576825 a= 
Mounting Brackets Plastic, SF13 473CFM, Voltage : 230V 
Price Each @ SF1326424 149.68W/°C 12.72" 12.72" 6.38" 4576831 = 
Mfg. Part No. Height Width Stock No. 1-9+ Plastic, SF13 473CFM, Voltage : 400V 
@ ABRKT4 ‘152mm ezine O6B4554 44.28 @ SF1340424 1ag.eawrec | 12.72 | 12.72 | 6.38" 4576833 = 
@ ABRKT6 254mm Tesi SLEERE 55.20 Plastic, SF13 571CFM, Voltage : 115V 
PIM_5512051 © SF1316534 166.46W/°C 12.72" 12.72" 5.51” 4576829 = 
Plastic, SF13 571CFM, Voltage : 230V 
Finger Guards @ SF1326434 180.70W/°C 12.72" 12.72" 5.51” 4576832 a 
Frame Price Each Plastic, SF13 571CFM, Voltage : 460V 
Mfg. Part No. Size Stock No. 1-9+ @ SF1346434 180.70W/°C 12.72" 12.72" 5.51” 4576834 aa 
Steel Plastic, SF13 571CFM, Voltage : 48V 
@ AGARD4 119 mm 88F3341 28.44 @ SF1348434 180.70W/°C 12.72" 12.72" 5.51” 4576836 = 
@ AGARD6 172 mm 06B4636 37.80 PIM_196156 
PIM_5512052 
eda FAN SHROUDS Ho Ye nan? 
Gein rotects filter fan and exhaust grill trom win riven rain an Ign-pressure hose 
SIDE-MOUNT FILTER FANS oP filter fan and exh il ft d-dri d high h 


SF13 473cfm (803m3/hr.) 


eve 


SF10 162cfm (275m3/hr.) 


Gee tinpiat 


Avail 


SF13 571cfm (970m3/hr.) 


© UL Type 12, IP54 or IP55 rated 

@ Click-fit design quickly installs into enclosure wall; 
no tools or screws required 

@ Enclosure side wall mounting 

@ UV-resistant plastic with light gray finish 

© Standard foam-in-place gasket 

© Similar cut-out sizes as other filter fan manu- 
facturers 


MCLEAN® IS NOW HOFFMAN COOLING 


SF13 376cfm — 


© Terminal wire connections 
@ Simple snap-open grille for easy filter replacement 
@ cULus recognized, CSA certified, CE compliant 
(fan motor only) 
@ For Parts [ST121642R & SF1216414R] Reverse 
airflow options available to push/pull air through 
enclosures with high static pressure 


For use in enclosures where reliable filtered airflow is required. Parts that end wi 


gray. Order exhaust grille kits separately below. 


8m3/hr.. j 
oO US 
g 


h “3” are black and “4” are light 


Cooling Price Each 
Mfg. Part No. Capacity Height Width Depth Stock No. 1-9+ 
Plastic, SF09 75CFM, Voltage : 115V 
@ SF0916514 22.15W/°C 8.03" 8.03" 3.54” 4576815 pee 
@ SF0916414 23.73WI/°C 8.03" 8.03" 3.54” 4576814 fy 
Plastic, SF09 75CFM, Voltage : 24V 
@ SF0924414 23.73W/°C 8.03” 8.03” 3.54” 4576816 eae 
Plastic, SF10 100CFM, Thin Depth Filter Fans to Minimise Cabinet Intrusion, Voltage : 115V 
@S71016514 29.11W/°C 9.84" 9.84” 4.02" 4516847 = 
Plastic, SF10 100CFM, Thin Depth Filter Fans to Minimise Cabinet Intrusion, Voltage : 230V 
@ ST1026414 31.65W/°C 9.84" 9.84” 4.02” 4576849 = 
Plastic, SF10 100CFM, Thin Depth Filter Fans to Minimise Cabinet Intrusion, Voltage : 24V 
@S71024414 31.65W/°C 9.84" 9.84” 4.02” 4576848 pas 
> CONTINUED > 
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water MCLEAN® IS NOW HOFFMAN COOLING 


© Does not impede air flow of filter fan and F. . RoHS — 
exhaust gil Seetei 
@ Easy one person installation with simple back 4 
panel mounting @) 
Easily accessed filter simplifies replacement : 
Low profile design 
Stainless steel pest screen a AM Us 
Provides Type 3R protections and maintains a 
Type 12 rating when used with an equivalent 
rated filter 


@ Finish: RAL 7035 polyester or gray polyester 
© Material: GS in mfg. part no. indicates galvanized and SS stainless steel #304 
Cooling Price Each 
Mfg. Part No. Capacity Height Width Depth Stock No. 1+ 
Metal, Proair Indoor Harsh Environment - Rated Voltage: 115V 
CR230216G002 1600BTU 23" 10” 8.75" 91F4814 4946.56 
CR290216G002 3000BTU 29.5" 15.75” 8.63" 91F4799 5700.58 
@ CR290416G002 4000BTU 29.5" 15.75” 8.63” 91F4801 6202.08 
CR430616002 6000BTU 43.31" 15.75” 10.25” 91F4803 — 


PIM_209602 


LOUVER PLATE KITS Proffima® 


~ MCLEAN® IS NOW HOFFMAN COOLING 


RoHS — 
Compliant 
Available 


Filter 
Louver Plate Kit 


Designed to provide ventilation in enclosures where excessive internal heat or excessive moisture is a problem. 
Gasketing or sealing the perimeter of the louver plate reduces problems associated with moisture intrusion. 
Made from 14 gauge steel with an ANSI gray polyester powder finish over phosphatized surfaces or 316 
stainless steel. Aluminum air filters provide good arrestment of airborne dust and dirt. Hardware is furnished 
for mounting. 


> CONTINUED > 
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LOUVER PLATE KITS (CONT.) SPECTRACOOL™ NARROW INDOOR AIR Fo hare an? 
Price Each CONDITIONERS  —_—- 
Mfg. Part No. Height Width Stock No. 1-9+ © Narrow design accommodates 12-in. (300-mm) deep ca Re aca 
; cabinets pe ait 
Stainless Steel, Grey © Energy efficient rotary compressor Available 
@ A-VK44SS6 5.62" 5.5” 06B5002 213.60 © R407c and R134a earth-friendly refrigerants 
Steel, Grey © Attractive industrial design @) C € 
; 7 m @ Reliable mechanical thermostat on enclosure side of the 
@ AVK33 3.88 4.5 19M8333 44.28 unit; digital display on ambient side 
@ AVK34 4.75" 4.5” 92F117 46.44 © Easy-mount flanges for simple installation 
@ AVK44 5.62” 55” 92F093 50.52 © Dust-resistant condenser coil 
-" = © Cleanable, reusable aluminum mesh filter 
@ AVK64 5.62" 75 06B5003 54.96 © ULListed 
@ AVK66 7.88" 75" 06B5005 60.00 Mounting hardware, gaskets and user manual furnished with 
@ AVK88 10.56” 9.5" 92F123 73.56 the unit. Finish: powder coat RAL 7035 light gray. Material: 
@ AVK812 15.31" 95" 19M8334 86.76 galvanized sheet metal. 
PIM_79001 Cooling , ; | Price Each_ 
Mfg. Part No. Capacity Height Width Depth Stock No. 1+ 
Metal, Indoor Compact - N17 Air Conditioners - Rated Voltage: 115V 
SPECTRACOOL™ INDOOR AIR CONDITIONERS Hoffman? @ N170116G010 1000BTU | 17.64" 12" aa 67W2935_| 4203.16 
@ N170216G010 2000BTU 17.64" 12" 8.4" 67W2937 4378.98 
MCLEAN*IS NOW HOFFMAN COOLING 
RoHS _ Metal, Indoor Compact - N17 Air Conditioners - Rated Voltage: 460V 
Gepeinoian @ N170146G010 1000BTU 22.14" 12° 8.4" 67W2936_| 4519.40 
) @ N170246G010 2000BTU 22.14" 12" 8.4” 67W2938 4689.32 
= C € Metal, Indoor Narrow - N28 Air Conditioners - Rated Voltage: 115V 
@ N280416G050 4000BTU 28" 11.5” 14" 9179284 5130.64 
Metal, Indoor Narrow - N28 Air Conditioners - Rated Voltage: 230V 
@ N280426G050 4000BTU 28" | 11.5” 14 9179296 5379.62 
a Metal, Indoor Narrow - N28 Remote Access Control - Rated Voltage: 115V 
G28 G52/G57 N280416G060 4000BTU 28" 11:5" 14" 27X0436 8911.36 
© Energy-efficient rotary compressor on most models of the unit; digital display on ambient side N360616G060 6000BTU 36” 11.5” 14" 27X0439 9501.36 
@ R407c and R134a earth-friendly refrigerants © Dual condenser-side air movers for performance = ri 7 
© 115, 230 and 400/460 VAC 3-phase power input redundancy on G52 and G57 models Metal; Indaor Narrow =IN2B Remote Access Control < Rated Voltage: 230V 
on most models © Easy-mount flanges for simple installation N280426G060 4000BTU 28 11.5 14 27X0437 9145.00 
@ Exterior and partially recessed mounting options © Dust-resistant condenser coil Metal, Indoor Narrow - N28 Remote Access Control - Rated Voltage: 460V 
© Attractive industrial design ® Cleanable, reusable aluminum mesh filter 7 7 7 
@ Reliable mechanical thermostat on enclosure side  @ UL Listed N280446G060 eons —— 28 115 14 40¥0293 9460.06 
Mounting hardware, gaskets and user manual furnished with the unit. Finish: powder coat RAL 7035 light gray. Metal, Indoor Narrow - N36 Air Conditioners - Rated Voltage: 115V 
Material: galvanized sheet metal. @ N360616G050 6000BTU 36” 11.5" 14" 9179302 5760.76 
Cooling Price Each @ N360816G050 8000BTU 36” 11.5” 14 9179318 6928.96 
Mfg. Part No. Capacity Height Width Depth Stock No. 1+ Metal, Indoor Narrow - N36 Air Conditioners - Rated Voltage: 460V 
Metal, Indoor - G28 Air Conditioners, 50/60 MHz - Rated Voltage: 115V @ N360646G050 6000BTU 36” | 11.5” 14" 9179314 6321.26 
@ G280416G050 4000BTU 28.59” 17.01” 10.18” 2974532 5130.64 Metal, Indoor Narrow - N36 Remote Access Control - Rated Voltage: 115V 
Metal, Indoor - G28 Air Conditioners, 50/60 MHz - Rated Voltage: 230V N360816G060 8500BTU 36” | 11.5” 14" 27X0442_ | 10839.48 
@ G280426G050 4000BTU 28.59" 17.01" 10.18” 2974536 5380.80 Metal, Indoor Narrow - N36 Remote Access Control - Rated Voltage: 230V 
Metal, Indoor - G28 Air Conditioners, 50/60 MHz - Rated Voltage: 460V N360626G060 6000BTU 36” 11.5” 14” 27X0440 9742.08 
@ G280446G050 4000BTU 28.59" 17.01" 10.18" 2974540 6316.54 N360826G060 8500BTU 36” 11.5" 14" 27X0443 10628.26 
Metal, Indoor - G28 Remote Access Control, 50/60 MHz - Rated Voltage: 115V Metal, Indoor Narrow - N36 Remote Access Control - Rated Voltage: 460V 
G280416G060 4000BTU 28.55" 16.97” 10.1” 26X9800 8911.36 N360646G060 6000BTU 36” 11.5” 14" 40Y1731 10087.82 
G280616G060 6400BTU 28.55" 16.97" 10.1” 26X9804 9502.54 N360846G060 8500BTU 36” 11.5” 14" 401732 11017.66 
G520816G060 8000BTU 52.69" 17.12" 11.66" 26X9808 =| 10595.22 Metal, Indoor Narrow - N43 Air Conditioners - Rated Voltage: 115V 
G521216G060 12000BTU 52.69” 17.12" 11.66” 26X9810 12633.08 @ N431216G050 11000BTU 43" 11.5" 14" 9179336 9113.14 
Metal, Indoor - G28 Remote Access Control, 50/60 MHz - Rated Voltage: 230V Metal, Indoor Narrow - N43 Air Conditioners - Rated Voltage: 230V 
G572026G060 6000BTU 57.69" 20.87" 15.28" 26X9814 13944.06 @ N431226G050 11000BTU 43° | 11.5” 14" 9179342 9379.82 
G520826G060 8000BTU 52.69" 17.12" 11.66" 26X9809 =| 10835.94 Metal, Indoor Narrow - N43 Air Conditioners - Rated Voltage: 460V 
6521226G060 12000BTU | 52.69" | 17.12" | 11.66" 26xX9811__| 12878.52 @ N431246G050 M000BTU ay ns" 14" 9179348 | 9848.28 
Metal, Indoor- G28 Remote Access Control, 50/60 MHz - Rated Voltage: 230V Metal, Indoor Narrow - N43 Remote Access Control - Rated Voltage: 115V 
G280426G060 4900BTU 28.55" 16.97" 10.1” 26X9802 9146.18 N431216G060 11000BTU 43" 11.5” 14" 27X0444 =| 12631.90 
G280626G060 6400BTU 28.55" 16.97" 10.1" 26X9805 9742.08 Metal, Indoor Narrow - N43 Remote Access Control - Rated Voltage: 230V 
Metal, Indoor - G28 Remote Access Control, 50/60 MHz - Rated Voltage: 460V N431226G060 11000BTU 43” 11.5” 14" 27X0445 | 12878.52 
G280446G060 4900BTU 28.55” 16.97” 10.1” 26X9803 | 10020.56 Metal, Indoor Narrow - N43 Remote Access Control - Rated Voltage: 460V 
G280646G060 6000BTU 28.55" 16.97" 10.1” 26X9807 10320.28 N431246G060 11000BTU 43" 11.5” 14” 40Y1733 13381.20 
65208466060 6000BTU 52.69" 17.12" 11.66" 401726 | 11294.96 Metal, Proair Indoor Harsh Environment - Rated Voltage: 115V 
G521246G060 6000BTU 52.69" 17.12" 11.66” 401727 13377.66 CR230216G002 1600BTU 23" 10” 8.75" 91F4814 4946.56 
G572046G060 6000BTU 57.69” 20.87" 15.28” 401728 14634.36 CR290216G002 3000BTU 29.5” 15.75" 8.63” 91F4799 5700.58 
Metal, Indoor - G52 Air Conditioners, 50/60 MHz - Rated Voltage: 115V @ CR290416G002 4000BTU 29.5" 15.75” 8.63" 91F4801 6202.08 
@ G280616G050 6000BTU 28.59" 17.01" 10.18” 2974543 5761.94 CR430616002 6000BTU 43.31" 15.75" 10.25" 91F4803 — 
@ G520816G050 8000BTU 52.56" 17.14" 15.70" 85R6150 6930.14 PIM_209594 
G520846G050 8000BTU 52.70” 17.14" 11.65” 2974563 7681.80 
© 65212166050 12000BTU | 52.70" _| 17.14" | 11.65" | 74R5661_ | 911314 Genesis Series Compact Indoor Air Conditioners 
Metal, Indoor - G52 Air Conditioners, 50/60 MHz - Rated Voltage: 230V - Pri 
5 - 7 Cooling | Price Each 
@ G520826G050 8000BTU 52.56) 17.14 15.70 63R9268 7186.20 Mfg. Part No. Capacity Height Width Depth Stock No. 1+ 
G521246G050 12000BTU 52.70” 17.14" 11.65” 2974573 9913.18 Steel 
@ G521226G050 12000BTU 52.70” 17.14" 11.65” 2974569 9379.82 @ M17-0226-G004 1800BTU 17.65" 12" 8.68" 2007125 = 
Metal, Indoor - G52 Air Conditioners, 50/60 MHz - Rated Voltage: 460V @ 1702466400 1800BTU 2.15" 2 368" 75M4827 4702.30 
@ G280646G050 6000BTU 28.59" 17.01" 10.18" 2974551 6967.90 PIM 5465230 
Metal, Indoor - G57 Air Conditioners, 50/60 MHz - Rated Voltage: 460V - 
@ G572046G050 20000BTU 57.70” 20.89” 15.36” 2974580 11248.94 
PIM_209590 


1526 Go online or call for non-compliant or &?ROHS Compliant products. See page 2 


SPECTRACOOL SLIM FIT INDOOR AIR CONDITIONERS 
Features: 

© Slim fit design 

@ Standard cutout dimension for easy exchange 
@ Energy efficient rotary compressor 

@ R134a earth-friendly refrigerant 
e 
e 


Models for 115, 230, and 400/460 3-phase VAC power input 
UL Listed to save customers time and money with agency 
approvals 

@ Active condensate management to prevent dripping water 

@ Aesthetic design plastic cover to optimize air flow 

@ Three mounting options; fully recessed, partial recessed and 
surface mount 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 


ENVIRONMENTAL MANAGEMENT 


COMPACT THERMOSTATS 

© Thermostatic bi-metal sensor element 

Switching difference: 12.6°F + 5.4°F (7°C + 3K) 

DIN rail mountable 

2-pole terminal for AWG 14 max. 

Switching capacity: 10A resistive, 2A inductive (250VAC); 15A 
resistive, 2A inductive (120VAC); 30W DC 

Normally closed thermostats open on temperature rise and come 
with a red temperature dial. Normally open thermostats close on 
temperature rise and come with a blue temperature dial. 


mae 


SIMPLY INNOVATIVE. BETTER FOR SURE 


Geet . 
Compliant 
Available 
cis 


My 


@ Remote access control option for monitoring units worldwide 
@ Easy filter replacement for extremely dusty environments 
@ Dust resistant coils for filterless Operation : Price Each 
: Se teeta at penta hy include: Door Mfg. Part No. Setting Range StockiNo: leo 
switch Normally Closed 
Specs: Finish: @ 01140.9-00 +32°Fto+140°F 02P6313 69.67 
© Operating temperature range from 50°F /10°C to @ RAL 7035 light-gray, semi-textured powder-coat @ 01146.9-00 0°Cto+60°C. 02P6315 63.44 
131° F/ 55°C paint 
Units with Remote Access Control utilize a digital controller and communicate via SNMP, Profinet, Ethernet Nomialy Open 
Modbus, or USB. : ’ ’ @ 01149.9-00 +10°Cto+70°C 70M7764 60.98 
Cooling [Price Each @ 01141.9-00 Ser 02P6314 69.67 
Mfg. Part No. Capacity | Height | Width | Depth | StockNo. 1-24 © 01147.9-00 O°Cto+60°C 48P5191 69.67 
Metal, Indoor Slim Fit - Remote Access Control - Rated Voltage: 115V PIM_105832 
$060316G060 1000BTU 21.6" 11" 5.5” 40Y0419 7894.20 
$060516G060 1700BTU 21.6" 11" 8.1" 40Y0423 8068.84 DUAL THERMOSTATS 
$1010166060 3400BTU 37.4" 15.7" 10.2" 40Y0430 8449.98 The ZR 011 series houses two separate thermostats, allowing S (©) 
$101516G060 5000BTU 37.4" 15.7” 10.2” 40Y0436 8826.40 the independent control of heating and cooling or other SSE eens oe me 
$162016G060 6800BTU 62.2” 157” 11.6" 40Y0450 9271.26 equipment. Both thermostats offer wide adjustment ranges = ; RoHS 
Sizsecnso —[_ssmeru [za [16 [rie [anus [rosaaae™ Ses cue ey rae nem a er 
Metal, Indoor Slim Fit - Remote Access Control - Rated Voltage: 230V NO-5A (2A inductive); 30W DC. S C €E 
$060326G060 1000BTU 21.6" 11" 5.5" 400421 7992.14 I 
$060526G060 1700BTU 21.6" 11" 8.1" 40Y0425 8158.52 SS A ss 
$101026G060 3400BTU 37.4" 15.7" 10.2” 40Y0432 8617.54 
$101526G060 5000BTU 37.4" 15.7" 10.2” 40Y0438 9075.38 
$162026G060 6800BTU 62.2" 15.7" 11.6" 40Y0452 7090.62 Price Each 
$162526G060 8500BTU 62.2" 15.7" 16" 40v0458 | 10667.20 Mfg. Part No. Setting Range Stock No. [19+ 
Metal, Indoor Slim Fit - Remote Access Control - Rated Voltage: 460V Normally Open, Normally Closed 
$101046G060 3400BTU 37.4" 15.7" 10.2” 40Y0434 9386.90 @ 01172.0-01 +32°Fto+140°F 82K8636 83.57 
$101546G060 5000BTU 37.4" 15.7" 10.2” 40Y0440 | 10022.92 @ 01172.0-00 0°Cto+60°C 82K8635 77.12 
$162046G060 6800BTU 62.2" 15.7" 11.6" 40Y0454_ | 10680.18 PIM_87980 
$162546G060 8500BTU 62.2” 15.7” 11.6" 40Y0460 | 11401.16 
PIM_5714543 TAMPERPROOF THERMOSTATS 
Dimensions (H x W x D): 1.85" x 1.3" x 1.3” S ©) 
Switching capacity: 5A res / 1.6A ind @ 240 VAC; 30W DC INC 


COMPACT THUMBWHEEL THERMOSTAT STO 011 / STS 011 


Adjustable thumbwheel setting 
Compact design 

Small hysteresis 

High switching capacity 

DIN rail mountable 

Protection type: IP20 


The ST 011 thermostat is an SPST regulator with small 
hysteresis. The housing design ensures optimized air 
circulation around the sensor element. Thermostat NC 
(normally closed): Thermostat opens on temperature 
rise (red thumbwheel) - for regulating heaters or for 
switching signal devices when temperature has fallen 
below the minimum value. Thermostat NO (normally open): 
Thermostat closes on temperature rise (blue thumbwheel) 
— for regulating filter fans, heat exchangers, cooling devices or for switching signal devices when temperature 
limit has been exceeded. 

Important note: The contact system of the regulator is subjected to environmental influences, thus the contact 
resistance 


syhco 


SIMPLY INNOVATIVE. BETTER FOR SURE 


C€ 
Wks 


ar 4% 


may change. This can lead to a voltage drop and/or self-heating of the contacts. 
Price Each 
Mfg. Part No. Setting Range Stock No. | 1-24+ 
Normally Closed 
01115.9-00 +32°Fto+140°F 93X5268 88.90 
Normally Open 
01116.9-00 +32°Fto+140°F 6772563 60.68 
01116.0-00 0°Cto+60°C 93X5269 88.90 
PIM_5465287 


Vendor Approved Modification 


Panel Meters and Switches designed to your specs 
Choose your own colors, text, and logo 
ISO certified lab with a Certificate of Conformance included with your order 


Email panelmeters@newark.com Call 800 859 1257 


PIM_5624798 


1.800.463.9275 © newark.com 


SIMPLY INNOVATIVE. BETTER FOR SURE 


2-pole terminal for AWG 14 max. 


Operating temp: -20°C to 80°C 
The FT 011 series are compact thermostats that open or 
close as the temperature rises. Normally closed thermostats 
ee 


e 
e 
© Max. inrush current: 10 A 
e 
e 


RoHS _ 
Compliant 
Available 


oO US 


come with a red module. Normally open thermostats come 
with a blue module. Sensor element is thermostatic bi- C € 
metal. Plastic housing is DIN rail mountable. ee 
Price Each 
Mfg. Part No. Setting Range Stock No. 1-24+ 
Normally Closed 
@ 01160.0-00 +5°Cto15°C 39M5382 32.18 
@ 01160.0-01 +15°Cto25°C 39M5383 34.88 
Normally Open 
@ 01161.0-02 +25°Cto35°C 39M5386 52.59 
PIM_90834 


Custom Panel Meters 


Choose your own colors, text, and 
company logo 


Custom scale, range and pointer types 


Analog/Digital Meters, Sensors, 
Controllers and more 


Call 800 859 1257 


Email panelmeters@newark.com 


PIM_5624805 


elementiy 1827 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
ENVIRONMENTAL MANAGEMENT 


ELECTRONIC HYGROTHERM ETF 012 


Efficient temperature & humidity control 
Wide voltage range 

Operating temperature down to -40 °C 
High switching capacity 

DIN rail mountable 

Setting range — humidity: 50 to 90 %RH 
Protection type: IP20 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


COMPACT SEMICONDUCTOR FAN HEATERS CS 028/CSL 
028 


© Small, compact design IX INC. 
jet j i SlvPLy NNQVATWE. BETTER EOR SURE 
© Quiet in operation 


© DIN rail or screw mount available C € 


Fan heater prevents formation of condensation and 
RoHS 
Compliant 
Available 


provides an evenly distributed interior air temperature in 
enclosures with electric/electronic components. The heater 


Geptinpian 
Available 


ETF 012 senses the ambient temperature and relative air 
humidity in an enclosure. Depending on which contact 
combination is chosen, it then turns on or off a connected 


cA US 


is connected using the internal terminal connectors. The 
small size makes it ideal for use in enclosures. 


cw US 


device if either the temperature is below or the humidity is 


above the set point. The in 
knob is lit when indicating 


legrated LED in each adjustment 
the active function. Models with 


external sensor can be positioned freely anywhere in the 


enclosure for precise measurements. Mfg. Part No. Option Inrush current Recommended Weight 
Mfg. Part No. Setting range temperature Options 02800.9-00 clip fixing a pre-tuse Tee Ce 
01230.9-00 +32 to +140°F NIA — 
01230.0-00 Oto +60°C NIA p2500.9:04 Saw feng 
01230.1-00 NA 02810.0-01 —_ 15.0A 16.0A 0.5kg 
01231.0-00 external sensor, cable 1m 02610.9-00 clip fixing _ 100% 
01231.0-01 external sensor, cable 2m O261008 slab! fixing 
01231.1-00 external sensor, cable 1m a ae 
01231.1-01 external sensor, cable 2m — 
01231.9-00 +32 to +140°F extemal sensor, cable 4m veal ap ming 
01231.9-01 external sensor, cable 2m O2stN screw fixing 
| Price Each Output pees ae 
Mfg. Part No. Voltage Height Width Depth Stock No. 1-4+ Mfg. Part No. Power VAC Height | Width | Depth | Stock No. 1-4+ 
@ 01230.9-00 240 VAC 3° 2.4“ (eG 01M9584 254.66 @ 02800.9-00 150 W 120V 2.95 “ 2.56 “ 3.54 * 70M7810 254.73 
@ 01230.0-00 240 VAC 3" 2.4" 7" 82K8644 242.55 @ 02800.9-01 150 W 120V 2.95 “ 2.56 “ 3.54 “ 32M6643 309.07 
01230.1-00 48 VDC 3" 24° Ave 93X5270 342.57 02810.0-01 400 W 230 V 3.54“ 3.35 “ 4.37" 12R2465 392.33 
01231.0-00 240 VAC 3° 24* 1.7" 93X5271 409.55 @ 02810.9-00 400 W 120V 3.54" | 3.35" | 4.37" | 12R2466 313.85 
01231.0-01 240 VAC 3" 2.4" 1.7" 93X5272 419.05 02810.9-01 400 W 120V 3.54 “ 3.35 “ 437° 12R2467 392.33 
01231.1-00 48 VDC 3" 2.4" 1.7" 28X7048 470.65 02811.0-00 250 W 230 V 3.54 “ 3.35 “ 437° 12R2468 355.14 
01231.1-01 48 VDC 3 24° 17" 93X5273 480.49 02811.0-01 250 W 230V 3.54" 3.35 “ 4.37“ 12R2469 355.14 
01231.9-00 240 VAC 3" 24° 1.2" 93X5274 409.55 02811.9-00 250 W 120V 3.54“ 3.35 “ 4.37“ 12R2470 284.12 
01231.9-01 240 VAC 3" 24° 1.2 19X7810 419.05 02811.9-01 250 W 120V 3.54 “ 3.35 “ 437° 12R2471 355.14 
PIM_5465277 PIM_5465281 
HYGROSTAT SPACE-SAVING FAN HEATERS HVI 030 
Designed to control the relative air humidity inside of enclosures. When connected to iS) 


an enclosure heater/de-humidifier, it will turn the heater on at the set humidity level in, AMZ INC 

order to raise the dew point. This helps prevent damage and RoHS 

malfunction of electronic components caused by condensation Gee eimoiat 
Available 


VVNN Nee eee 
and corrosion. Can also be used to control cooling fans, =—_ 
warning lights or other devices. Product mounts on standard = od > AY A \} 
DIN rail. Switching capacity: 5A resistive (0.2A inductive);  S= ©. q c US c US 
20W DC. — a t C € 
SA Le 
Sr , 
—= 
oooe 
g2 L #3 
© Compact size @ Built-in overheat protection 
Price Each @ Flat design 
Mfg. Part No. Voltage Height Width Depth Stock No. 4-9+ Compact high-performance fan heaters prevent formation of condensation and provides an evenly distributed 
ry ry ry interior air temperature in enclosures with electric/electronic components. The heater may only be operated 
@ 01220.0-00 250'VAC 26 2 16 OUMS5E8 181.71 together with a fan, but is also available without axial fan (for self-installation). The fan heaters are available 
PIM_87981 with two different mounting systems — either mounting by screws or with a new and unique twist clip mounting 
system. These options allow for a quick and easy installation of the fan heater. 
*Important note: Heater may only be operated together with fan (min. 88 cfm). 
ELECTRONIC HYGROSTAT EFL 012 *Danger of overheating! 
Features: Mfg. Part No. Option Recommended | Mfg. Part No. Option Recommended 
© Large setting range pre-fuse T pre-fuse T 
© Compact design (time-delay) (time-delay) 
© ‘Small hysteresis 03082.0-00 | twist clip fixi 6.3A 03082.0-01 fix 6.3A 
© Optical function display AER .0- ist clip fixing E .0- screw fixing F 
© Signal application — e} 03082.9-00 10.0A 03082.9-01 10.0A 
© Protection type: IP20 — 4s 03083.0-00 4.0A 03083.0-01 4.0A 
Electronic hygrostat is used for controlling heating and cooling =$“==—= 03083.9-00 8.0A 03083.9-01 8.0A 
equipment, filter fans or signal devices through the Relay SM = === —S z = 
010 or a similar device. The hygrostat registers the surrounding §=<=— — OS063,0-00 auh 05084.0°01 a0h 
relative humidity and can switch a signal current via an internal =- ——= — 03084.9-00 8.0A 03084.9-01 8.0A 
relay with a potential free change-over contact. The LED ee = 
integrated in the adjustment knob shows the closed status of | @ * ® Output ie | Price Each 
the contact 1-2. When relative humidity drops contact 1-2 opens , ' 
and the LED turns off. In currentless state (no supply voltage) contact 1-2 opens. Mfg. PartNo. | Power VAC Height_| Width | Depth | Stock No. ats 
When connecting with stranded wires, wire end ferrules must be used. 03082.0-00 700 W 230 V 35° 5" 6.5“ 93X5291 77.63 
Price Each 03082.0-01 700 W 230 V 3.5“ 6.3" 6.5“ 93X5292 623.48 
Mfg. Part No. Voltage Height Width Depth Stock No. 1-9+ 03082.9-00 700 W 120V 3.5“ De 6.5" 93X5293 635.95 
01245.2-00 48 VDC 2.54“ 1.65 “ 1.5“ 93X5275 274.04 03082.9-01 700 W 120V 3.5" 6.3" 6.5" 93X5294 635.95 
PIM_5465289 03083.0-00 600 W 230V 35" 5 6.5“ 93X5295 621.81 
03083.0-01 600 W 230V 35" 6.3" 6.5“ 93X5296 621.81 
03083.9-00 600 W 120V 3.5“ 5“ 6.5" 93X5297 621.81 
03083.9-01 600 W 120V 3.5" 6.3 “ 6.5“ 93X5298 621.81 
03084.0-00 500 W 230 V 3:5" 5“ 6.5“ 93X5299 608.01 
03084.0-01 500 W 230 V 35° 6.3 “ 65” 93X5300 608.01 
03084.9-00 500 W 120V 3.5" 5* 6.5" 93X5301 608.01 
> CONTINUED > 
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SPACE-SAVING FAN HEATERS HVI 030 (CONT.) 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
ENVIRONMENTAL MANAGEMENT 


SMALL PTC ENCLOSURE HEATERS (CONT.) 


03084.9-01 500 W 120V 3.5" 6.3“ 65° | 93Xx5302 608.01 Voltage Price Each 
Output Rating 
PIM_5465282 Mfg. PartNo. | Power VAC Height | Width | Depth | Stock No. 1-9+ 
@ 01602.0-00 8W 240 V 1.2" 049" | 049° | 82K8658 36.76 
TOUCH-SAFE PTC FAN HEATERS CSF 028 @ 01602.0-03 8W 30V 1.2° 0.49“ | 0.49° | 82K8659 35.04 
© Compact size SS (©) © 01609.0-00 10 W 240 V 197° | 049° | 049" | 82k8660 | 42.60 
© Integrated pre-set thermostat oy INS INC @ 04702.9-00 30 W 120V 447" | 197° | 0.98" | 82K8803 77.58 


© Quiet operation 
@ Heating power adjusts to ambient temperature 


CSF 028 fan heaters prevent formation of condensation 
and provides evenly distributed interior air temperature 
in enclosures. The touch-safe plastic housing and the 
small size makes it ideal for use in enclosures with a high 
packing density. The heater is equipped with a fixed set point 
thermostat and is easily wired via external pressure clamps. 
The robust screw tab mounting is particularly suitable for 
applications with high vibration. 


CES 


@ 01609.0-01 10 W 30 V 1.97" 0.49 “ 0.49 “ 01M9588 42.60 

@ 01610.0-00 13 W 240 V 2.36 “ 0.49 * 0.49 “ 01M9589 37.04 

@ 01610.0-01 13 W 30 V 2.36 “ 0.49 * 0.49 “ 01M9590 49.39 

@ 04700.9-00 10 W 120V 247° 1.97" 0.98 * 01M9697 93.27 

@ 04701.9-00 20W 120V 3.27“ 1.97" 0.98 “ 01M9698 | 108.70 
PIM_88053 

SPACE SAVING FAN HEATERS 

© Compact size 

@ Flat design 5 o) 
© Built-in overheat protection SHADING SEER ESE 
© Clip fixing Comp liant 
@ 3-side DIN rail mountable Aealabie 
© Operating / Storage temperature: -49 to +158°F 

® UL File No. E187294 (all), VDE (230VAC only) 


Compact high-performance fan heaters prevent formation 
of condensation and frost and provides an evenly distributed 
interior air temperature in enclosures with electric / electronic 
components. Important: Heater must be operated together 
with a fan. Danger of overheating. 


Mfg. Part No. Option Inrush | Recommended | Switch-off | Switch-on 
current pre-fuse T temperature | temperature 
max. (time-delay) 
02820.0-06 clip fixing 15.0A 16.0A +15°C (+59°F) | +5°C (+41°F) 
02820.0-08 screw flange fixing 
02820.9-06 clip fixing 
02820.9-08 screw flange fixing 
02821.0-06 clip fixing 
02821.0-08 screw flange fixing 
02821.9-06 clip fixing 
02821.9-08 screw flange fixing 
Voltage Price Each 
Output Rating 
Mfg. Part No. Power VAC Height Width Depth Stock No. 1-4+ 
02820.0-06 400 W 230 V 3.54 * 3.35 * 4.45“ 93X5283 425.52 
02820.0-08 400 W 230 V 3.54 * 4.53" 4.06 “ 93X5284 425.52 
02820.9-06 400 W 120V 3.54 * 3.35 “ 4.45“ 93X5285 425.52 
02820.9-08 400 W 120V 3.54 * 4.53 “ 4.06 “ 93X5286 425.52 
02821.0-06 250 W 230V 3.54 * 3.35 “ 4.45“ 93X5287 384.03 
02821.0-08 250 W 230V 3.54 * 4.53 “ 4.06 “ 93X5288 391.71 
02821.9-06 250 W 120V 3.54 * 3.35 * 4.45“ 93X5289 391.71 
02821.9-08 250 W 120V 3.54 * 4.53 “ 4.06 “ 93X5290 391.71 
PIM_5465285 
PTC HEATERS 
® Self-regulating PTC resistor " 
@ Anodized, extruded aluminum body : 5 o) 
e DIN rail mountable SIMPLY INNOVATIVE BETTER FOR SURE 
@ Push-type terminals for stranded and solid wire (3 x AWG 20-16) 
Simm : 
Compliant 
Available 
cWkis 
Voltage Price Each 
Output Rating 
Mfg. Part No. Power VAC Height Width Depth Stock No. 1-9+ 
@ 14007.0-00 100 W 240 V 5.5 “ 2.8“ 2° 02P6318 134.32 
@ 14008.0-00 150 W 240 V 10.36 * 2.8 “ 24° 82K8832 239.27 
@ 14005.0-00 60 W 240 V 7.2° 2.8" 24° 82K8829 156.22 
PIM_105831 
SMALL PTC ENCLOSURE HEATERS 


INC. 


SIMPLY INNOVATIVE. BETTER FOR SURE 


RoHS _ 
Compliant 
Available 


Power | Supply Flow Price Each 
Mfg. Part No. | Rating | Voltage Rate Height | Width | Depth | Stock No. 1-4+ 
@ 03114.9-00 | 300W | 120VAC | 63cu.ft/min | 120mm | 120mm | 25mm | 82K8780 403.11 
@ 03112.9-00 | 400W | 120VAC | 63cu.ft/min | 120mm | 120mm | 25mm | 82K8776 304.82 
@ 03112.0-00 | 400W | 230VAC | 63cu.ft/min | 120mm | 120mm | 25mm | 82K8775 304.82 
PIM_202116 
FAN HEATERS 
© Operating Temperature: 32-140°F S (©) 
The CR 027 series is a compact, high capacity PTC technology fan heater for large 7 INC 


VINNOVATIVE a€TTER FOR SURE 


enclosure applications. Fan heaters are used to maintain 
minimum operating temperatures in enclosures. This 
helps prevent failure of electronic components caused by 
condensation and corrosion. PTC technology uniquely adjusts 
heating power to ambient temperature. The CR 027 series 
comes with an integral thermostat making it easy to install on wv 
standard DIN rail. 


RoHS — 
Compliant 
Available 


Voltage Price Each 
Output Rating 
Mfg. Part No. Power VAC Height Width Depth Stock No. 1-4+ 
@ 02700.9-00 550 W 120V 6.5 “ 5° 4* 82K8756 332.90 
@ 02701.9-00 650 W 120V 6.5 “ 5* 4* 82K8758 457.14 
PIM_87984 
EXPLOSION-PROOF HEATERS & THERMOSTATS 
Explosion-proof heaters and thermostats are suitable for use in enclosures which S (©) 
are applied in areas with explosion hazard. Due to the high switching capacity of the ,,,., AZZ SOS INC 


thermostat, heaters can usually be directly connected and , 
switched, without the need for additional relays. Heaters and 
thermostats are DIN rail mountable and are certified to comply 
with ATEX 6074, EExd IIC. Temperatures ratings are: T6 for the 
thermostat, 50W heater is T5, 100W heater is T4. DC versions 
available, go online or call. 


RoHS — 
Compliant 
Available 


RC 016 HGK 047 


The RC 016 and HGK 047 series heaters are designed to prevent condensation in small enclosures or to 
maintain minimum operating temperatures of electronic components in camera housings, actuators, valve and 
pump controls, telecom receivers/transmitters, and control boxes. PTC (Positive Temperature Coefficient) 
heating elements provide a “self-regulating” and “self-limiting” characteristic, making the heater safer and more 
energy efficient. The RC 016 heater mounting flange dimension is 0.49” (12.5mm). 


> CONTINUED > 
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Voltage Price Each 
Output Rating | ees 
Mfg. Part No. Power VAC Height Width Depth Stock No. 1-4+ 
@ 02011.0-01 100 W 120V 71° 46“ 27° 82K8711 _ 
PIM_88056 


elementiu 1529 


ENCLOSURES, BOXES, RACKS & THERMAL MGT. 
ENVIRONMENTAL MANAGEMENT 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


WEATHERPROOF RoHS ° COMPACT PTC FAN HEATERS CS 032/CSF 032 (CONT. 
PRESSURE Se ron cis 66 syaco Voltage Price Each 
INC. Output Ratin re 
SON et SRENDEMEEe ela oe Mfg. Part No. Poner VAC Height | Width | Depth | Stock No. 1-44 
03202.9-00 1 kW 120V 3.5" 2.6" 6" 93X5305 | 887.57 
03202.9-01 1 kW 120V 35" 2.6" 6" 93X5306 | 887.57 
| | | | | | | | | 03209.0-01 1 kW 240 V 35" 2.6" 5.9" 93X5307 | 858.97 
u Li || FA 03209.9-00 1 kW 120V 3.5" 2.6" 5.9" 93X5308 | 858.97 
NNT TL 03209.9-01 1kW 120V 35° 26" 59° 93X5309 858.97 
PIM_5465283 


Pressure differentials in a sealed enclosure result from heat generated by electrical and electronic components 
in the enclosure, and the fluctuation of the outside temperature. In the case of negative pressure or vacuum, 
dust and humidity can be absorbed through the door seal. Pressure compensation plug provides an IP 
66 degree of protection. A semi-permeable membrane inside the plug allows air and humidity to leave the 


FOOT-MOUNT PTC FAN HEATERS CS 030 


enclosure, while only allowing dry air into the enclosure, not humidity and dust. For best results mount two © Compact design : 
devices, one diametrically opposite the other on enclosure surfaces. The plug protrudes 0.79” (20mm) from © Built-in overheat protection — 
enclosure surface and mounts in a 1.57” (40mm) diameter hole. Plastic version is UL type 4 and 4X recognized. © Double insulated plastic housing 
- @ Integrated adjustable thermostat 
ae rice Each) Compact CS 030 high performance fan heater prevents 
Mfg. Part No. Description Stock No. 1-9+ formation of condensation and provides an evenly ROHS _ 
@ 28405.0-00 Plastic_according_to_UL94V-0, 12R2501 38.34 distributed interior air temperature in enclosures. This fan Osa 
light_grey; heater is available with an optional integrated thermostat tas . 
weather_proof_and_UV_light for temperature control. The CS 030 was designed as a A \' Us 
resistant_according_to_UL746C stationary unit for the bottom of the enclosure. For panel 
© 28401.0-00 Stainless. steel 82K8836 = or DIN rail mount, the CS 130 fan heater is recommended. 
V2A(DIN1.4301/AISI304), : 
not_sea_waterproof Voltage | Price Each_ 
Output Rating 
PIM_88062 Mfg. Part No. Power VAC Height | Width | Depth | Stock No. 1-4+ 
@ 03060.9-00 1.2 kW 120V 47° 5.7 * 6.6“ 70M7815 698.63 
PANEL-MOUNT PTC FAN HEATERS CS 130 PIM_5465286 


® Compact design 

@ Built-in overheat protection 

© Double insulated plastic housing 
© Integrated adjustable thermostat 


Compact CS 130 high performance fan heaters prevent 
formation of condensation and provides an evenly 
distributed interior air temperature in enclosures. This fan 
heater is available with an optional integrated thermostai 
for temperature control. The CS 130 was designed as 


sytco 


SIMPLY INNOVATIVE. BETTER FOR SURE 


: 
7 e 
RoHS _ 7 
Compliant e 
Available e 


oO US 


ELECTRONIC THERMOSTAT ETL 011 

Large setting range 

Compact design 

Small hysteresis 

Optical function display 

Signal application 

The electronic thermostat is used for controlling heating and 


cds 


a stationary unit for panel or DIN rail mounting. For foo cooling equipment, filter fans or signal devices through the 
mounting on the bottom of an enclosure, the CS 030 fan Relay SM 010 or a similar device. The thermostat registers the 
heater is recommended. surrounding air temperature and can switch a signal current 
A via an internal relay with a potential free change-over contact. 
Output in bticelEachy The LED integrated in the adjustment knob shows the closed 
Mfg. Part No. Power VAC Height Width Depth Stock No. 44+ status of the contact 1-2. When the temperature rises contact 
: ; : 1-2 opens and the LED turns off. In currentless state (no supply 
13060.0-00 1.2kW 230 V 47 6.3 7.2 12R2491 816.92 voltage) contact 1-2 opens. 
®@ 13060.9-00 1.2kW 120V 4.7" 6.3 “ 72° 45P5898 816.92 Pricelesch 
PIM_5465278 Mfg. Part No. Setting Range Stock No. 1-9+ 
Normally Closed 
STEGOJET COMPACT BUILT-IN FANS SJ 019 01131.2-00 -20°Cto+60°C 27Y0078 252.90 
@ Prevents heat pockets S ©) 01131.2-01 -20°Cto+60°C 41Y1556 252.90 
@ Wide voltage range INC PIM. 5465288 
© Compact design SIMPLY INNOVATIVE. BETTER FOR SURE = 
© Quick connection C € & 
STEGOJET is a compact, powerful built-in fan. It allows — Filter Fan Plus 
precise cooling of heat sources and the air flow prevents " . 
formation of heat pockets. Its design offers a maximum cA US spears outlet technology for high airflow iS) © 
rotation range with an air output in almost any direction. ¢ Easy mounting Sis ee 
The dual clip system (two clips at 2 90 angle) allows four © Protection type test/Environmental rating by independent ————— 
different positions on a DIN rail, while the hinge in the testing institutes (VDE & UL) ————— | 
; ° rs — 
housing can be moved at a 40 angle. Additionally, the ; 5 © Two systems for optimal airflow (FP/FPO) a 
airflow at the air outlet can be directed at a 45° angle and the air duct can be turned 360°. © Standard enclosure cut-out sizes (5 sizes) _——_——_ 
Z ———— 
[Price Each ® One filter ma —— 
Mfg. Part No. Height Width Depth Stock No. 1-9+ The Filter Fan Plus series uses a new air-flap outlet — 
A technology for the air outlet and thus reaches a high degree | —— 
Plastic ; ei : — 
= = = of airflow. A ratchet mechanism is used for mounting and SS 
01925.0-00 24 1.97 5.35 86X0225 270.03 provides high stability and tightness. Depending on the Se 
01925.0-01 2.4" 2.95" 5.2" 93X5279 270.03 application there are two systems that are available - the FPI © 
or FPO system. The FPI system is a standard installation 
PIM_5465279 with a filter fan in the lower part of the enclosure which ensures that fresh air is fed into the enclosure (airflow 
direction “in’). This system consists of a filter fan and exit filter. Whereas the FPO system, the filter fan is located 
in the upper area of the enclosure to avoid heat buildups (airflow direction “out”). The FPO system is composed 
ee PTC FAN HEATERS CS 032/CSF 032 S © of an intake filter and an exit filter fan. The Filter Fan Plus series has been designed for indoor use. 
© Compact design : 
@ High heating performance | Price Each_ 
@ Double insulated plastic housing ROR SURE: Mfg. Part No. Height Width Depth Stock No. 1-24+ 
© Optional integrated fixed thermostat C € Plastic, FPI - AC 115V - 50/60Hz 
Compact CS 032 high performance fan heaters prevent 01870.9-30 3.46" 472" 4.72" 9274841 233.99 
the formation of condensation and provides an evenly " = = ~ 7 = 
distributed interior air temperature in enclosures. The plastic c US 01871.9-30 3.58 5.98 5.98 92¥4843 256.59 
housing provides protection against contact with current- 01872.9-30 5.59" 8.46" 8.46" 92Y4845 447.02 
carrying components via double insulation (protection class 01873.9-30 10.12" 10.12" 6.81" 92Y4847 526.80 
Il). The fan heater is also available with an = = = = = 
optional fixed-point thermostat as the CSF 032. 01874.9-30 12.68 12.68 7.44) 92v4849 750.23 
Plastic, FPI - AC 230V - 50/60Hz 
01870.0-30 3.46" 4.72" 4.72" 92Y4840 235.20 
Voltage Price Each 01871.0-30 3.58" 5.98" 5.98" 92Y4842 257.93 
Output | Rating . 5.59" 8.46" 8.46" 92¥4844 
Mfg. PartNo. | Power | VAC | Height | Width | Depth | StockNo. |  1-4+ _ > — a aE = a 
03202.0-00 1kW 240 V 3.5“ 2.6“ 6“ 93X5303 887.57 aren 768" 68" ran 9274848 - 
03202.0-01 tw | 240v | 35° | 26° 6" 93X5304. | 887.57 a eae 
> CONTINUED > > CONTINUED > 
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ENVIRONMENTAL MANAGEMENT 


Filter Fan Plus (CONT.) STEGOJET (CONT.) 
Price Each Price Each 
Mfg. Part No. Height Width Depth Stock No. 1-24+ Mfg. Part No. Height Width Depth Stock No. 1-24+ 
Plastic, FPO - AC 115V - 50/60Hz Plastic, Clip fixing 
01880.9-00 4.72" 4.72" 3.71" 92Y4851 245.70 01925.1-00 2.36" 1.97" 5.2" 99Y7246 145.53 
01882.9-00 5.59” 8.46" 8.46" 924855 467.91 Plastic, Screw fixing 
01881.9-00 5.98” 5.98" 4.09" 924853 240.66 01925.1-01 2.36” 1.97” 5.2” 997247 146.29 
01883.9-00 10.12” 10.12" 6.69” 924857 605.54 PIM_5703439 
01884.9-00 12.68” 12.68" 7.44" 924859 231.17 
Plastic, FPO - AC 230V - 50/60Hz ENCLOSURE VENTILATOR 
01880.0-00 4.72" 4.72" 3.71" 924850 232.81 ® Molded in-place gasket to ensure tight seal 
01882.0-00 5.59” 8.46" 8.46” 92Y4854 465.63 @ For use with any enclosure, metallic or non-metallic 
.0- 5.98" 5.98” 4.09” 92Y4852 © Suitable for outdoor use RoHS 
pies) - = = aan © UV resistant and splashproof aiabe. 
01883.0-00 10.12 10.12 6.69 92Y4856 522.13 ? tei eee ; eee ; 
- . - This device is used in pairs on opposing exterior sides to permit 
01884.0-00 12.68 12.68 744 9274858 726.60 passive cross flow ventilation. Dimensions: 50 x 70 x 20mm. 
Accessories Includes hardware, drilling templates and mounting instructions. 
3 Easy installation. Can be used with any 40 x 40mm fan with 
| Price Each_ maximum height of 15mm. Order fan separately online or call. 
Mfg. Part No. | Description Type Stock No.| 1-1-24+ 
11870.0-00 Exit Filter | Stego Fi lus series | 92¥4875 as 
11871.0-00 Exit Filter | Stego F lus series | 92Y4876 96.59 
11872.0-00 Exit Filter | Stego Fi us series | 92¥4877 | 1432.22 Price Each 
11873.0-00 Exit Filter | Stego lus series | 92Y¥4878 19.24 Mfg. Part No. Description Stock No. 1-9+ 
11874.0-00 Exit Filter | Stego us series | 92¥4879 | 242.75 @ MB 10858 II Grille/filter_holder;_for_MB_10564II 04H1969 9.32 
11880.0-30 Intake Filter | Stego FI us series | 92¥4880 ee @ MB 10859 II Holder_for_fan;_incl._screws 78H0067 18.37 
11881.0-30 Intake Filter | Stego F us series | 92¥4881 87.06 @ MB 10564II Ventilation_device_IP_44;_Gasketed,_incl._screws 3908206 17.74 
11882.0-30 Intake Filter | Stego F lus series | 92¥4882 | 101.75 PIM_73749 
11883.0-30 Intake Filter | Stego FI lus series | 92¥4883 | 125.26 
11884.0-30 os Intake Filter | Stego FI us series | 92¥4884 | 1488.38 ENCLOSURE HEATERS 4 ° 
08637.0-00 | 11.14x 11.14"| Filter Mat_| Stego F us series| 99Y9060 | —- cise nedins offman 
08633.0-00} 3.31x 3.31" | Filter Mat | Stego F us series | 99Y9056 | 32.92 Designed to protect sensitive mechanical, electrical Soper 
08634.0-00} 4.65 x 4.65" | Filter Mat | Stego F lus series | 99Y9057 44.38 a ge pelea component aah eg the harmful Available 
7 5 = 5 effects of condensation, corrosion and low temperatures. 
08635.0-00| 6.61 XbaI Fist Mat_| Stego — us bell Soyeuse 57.14 Thermostatically controlled fan-driven heaters maintain a C € 
08636.0-00 | 8.46 x 8.46" | Filter Mat_| Stego lus series | 99¥9059 = stable temperature within enclosures. Adjustable from 0° 
PIM. 5703434 0 100°F (-18°C to 38°C). Heated air is discharged through 


ROOF FILTER FANS - RFP 018 SERIES 


Features: 

@ Very low noise 

Minimal depth in enclosure 

High through-flow air volume 

High reliability 

Time-saving installation and mat exchange 


he top of anodized aluminum housing. Ball-bearing fan runs 
continuously for even temperature distribution. Terminal strip 
with clamp connector accepts both solid and stranded wire. \) 
includes four 10-32x self-tapping screws. Additional 230V 
models are availalbe; go online or call. UL recognized, CSA 
certified, CE compliant. 

Semiconductor Heaters 

Protect electronic, pneumatic, hydraulic and mechanical equipment from low temperatures, condensation and 
corrosion with this heater, which maintains a stable enclosure temperature. Mounting clip for 35mm DIN rails 
EN 50022.cURus component recognized; File No. E150057, IEC IP54, CE compliant. 


Roof filter fans find use in enclosures and housings, from : 
which warm air has to be diverted to lower the internal Gulsil ca | Price Each 
temperature. These low-noise roof filter fans are used to F ‘i 
expel warm air from within the enclosure which has been generated by the stray power of the components and Mfg. Part No. Power VAC Height _| Width | Depth | Stock No. 19+ 
so protects the internal devices from overheating. To exchange the filter mat the hood can be easily opened @ DAH8001B 800 W 115 V 15" 43° 52" 19M8421 855.22 
without tools. The roof exit filter provides passive ventilation. @ DAH20014 200 W 15V 55° 4* 48° 92F086 651.48 
Price Each @ DAH1001A 100 W 115V 55° 4° 48* | 19m8419 | 550.22 
Mfg. Part No. Height Width Depth Stock No. 1-24+ @ DAH4001B 400 W 15V 75° 4.25“ 52" 498420 755.18 
Plastic, Roof Exit Filter - REP 118 Series @ DAH4002B 400 W 230 V 75° 43° 5.2" 06B6944 755.18 
11860.0-00 4.92" 13.94” 13.94" 2471209 250.70 @ DAH601 60 W 10V 7.28 28" 9% 79K6138 373.32 
Plastic, Roof Filter Fan - RFP 018 Series @ D-AH80028 800 W 230 V 55" 4° 4 06B6946 855.22 
01860.0-00 4.92" 13.94" 13.94” 2470882 883.46 @ D-AH1002A 100 W 230 V 7438" re 1 0686940 550.22 
01860.0-02 4,92" 413.94" 13.94" ZATUGBs 1131.79 epaHiz001c | i3kw | t5v [ 638° | 5° | 653° | 67w2301 | 908.90 
01861.0-02 7.09" 413.94" 13.94" 2aToees 975.72 @paHt3002c | 13kw | 230V | 638" | 5° | 653° | 69W6032 | 908.90 
01861.0-00 7.09" 13.94” 13.94” 64R1213 774.53 @ D-AH2002A 200 W 230 V 4.38 “ 4 4° 06B6942 651.48 
Accessories PIM 79274 
For Use Price Each 
Mfg. Part No. | Description | Type With Stock No.| 1-1-24+ 
@ 08613.0-00 | 282 x 282mm | Filter Mat | Stego RFP 018 Series Roof Filter Fans | 82K8814 — PURGING AND PRESSURIZATION SYSYTEMS - 
08613.0-01 | 282 x 282mm | Filter Mat | Stego RFP 018 Series Roof Filter Fans | 99Y9055 | 30.41 | Price Each_ 
pce Mfg. Part No. Description Stock No. 1-2+ 
a Purging / Pressurization System 
@ A1001YZUMC2 Small Volume up to 10 Cubic Feet 20H0954 2301.00 
STEGOJET S 6 @ A-3003YZVM Large Volume up to 90 Cubic Feet 2006530 4492.26 
Features: 
@ Prevents heat pockets NC PIM_6465957 
© Wide voltage range sly NOVATIVE. BETTER FOR SURE 
© Compact design ™ 
paca neta ZONEX™ BREATHER DRAINS 
© Clip or screw fixing Price Each 
The STEGOJET is a compact, powerful built-in fan. It Mfg. Part No. Description Stock No. 4-9+ 
allows precise cooling of heat sources and the air flow Breather Drain 
prevents formation of heat pockets. Its design offers a - 
maximum rotation range with an air output in almost any @ EXDBDM20SS6 Hazardous Location Ex e M20 26X9666 225.60 
direction. On one hand the dual clip system (two clips in a 90° angle) allows four different positions on a DIN PIM_5465958 


rail, while on the other hand the hinge in the housing can be moved in a 40° angle. The airflow at the air outlet 
can also be directed in a 45° angle and the air duct can be rotated in steps of 60°. 


> CONTINUED > 
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ENVIRONMENTAL MANAGEMENT 


COOLING FAN AND EXHAUST PACKAGES Hoffman’ Filter Fans TFP Side Mount 
cus Price Each 
Geena Mfg. Part No. Height Width Depth Stock No. 1-9+ 
Available "ABS, Black 
A @ @ TFP424 6.3” 74" 26 15N3706 412.36 
@ TFP624 7.8 8.9" 3.8” 15N3707 721.02 
Stainless Steel, Brushed 
@ TFP61SS 7.8” 8.9" 3.8" 22H1115 688.08 
| @ TFP101SS 13” 11.8” 53° 22H1111 1005.28 
Cooling Fan PIM_5465229 
Thermal Exhaust Pkg. 
SOI60Hz single-phase mlos, The fan package designed tobe the arnt in ceang systems. Extaustgiie - HAZARDOUS LOCATION HEATER 
and filter provide air outlet. 230V fan packages available; go online or call. Price Each 
Price Each Mfg. Part No. Stock No. 1-9+ 
Mfg. Part No. Height Width Depth Stock No. 1+ @ HLHEAT100 27M2452 Su 
ABS PIM_5465960 
@ TFP41 6.29" 7.37" 2.6" 19M8460 364.78 
@ TFP41UL12 6.3” 74 2.6” 7T4C6665 917.44 
@ TFP61 7.8” 8.87” 3.8” 20C7668 613.66 Your 
@ TFP61UL12 7.8” 8.9” 3.8” 19M8461 1504.50 
@ TFP101UL12 11.8" 13° 5.3” 74C6662 2107.48 DEVE LOPMENT 
@ TFP101 11.81" 12.99" 5.3" 2007658 852.78 DISTRIBUTOR 
Stainless Steel, Brushed 
@ TFP41SS 6.3" 74" 2.6" 22H1113 428.22 Supporting your journey at every stage 
PIM_6959 
= EDUCATION gz RESEARCH 
Fan Filter Assemblies oe a DESION 
ixi Price Each 
Mig. PartNo ‘Sie Centers stocko, [19+ ZiROTOTPE |) §=ZPRODUCTION 
ABS (Acrylonitrile Butadiene Styrene), Aluminium, Composite Type 1 
Sn —- “ 2 eee newark.com/your=development-distributor 
lastic, Aluminium, Composite Type 1 
@ TEP6 225 mm 200 mm 29C8123 170.40 
Plastic, Aluminium, Stainless Steel Type 4 PIM_5795287 
@ TEP4UL12 187 mm 162 mm 9201961 411.14 
Plastic, Foam, Composite Type 1 
@ TEP4 225 mm 162 mm 85C1235 160.80 
Stainless Steel, Aluminium, Composite Type 12 
“eTepess.S—=«d«S*«=i‘i mm ~—OdYSS00 mm ~—S=«wdYsS*«<i«éOM:SSC*«d;Ci 
@ TEP10SS 330 mm 302 mm 22H1092 390.40 
Stainless Steel, Aluminium, Stainless Steel Type 1 
@ TEP10UL12 330 mm 302 mm 9201965 572.18 
PIM_5512015 


Replacement Filter Media 
Sold in package of 5. 


Price per 
Frame Pkg. 
Mfg. Part No. Size Stock No. 1-9+ 
Foam 
@ AFLTR10 254 mm 43W8191 97.92 
PIM_5512016 
THERMOELECTRIC COOLERS INDOOR/OUTDOOR 
Cooling Price Each 
Mfg. Part No. Capacity Height Width Depth Stock No. 1-9+ 
7450ES a iis iis iw 31M9410 = 
@ TE090624011 178BTU 9.29" 5.02” 6.94” 6377601 2299.82 
@ TE090624010 178BTU 9.29” 5.02” 6.94" 6377599 2096.86 
@ TE121048020 321BTU 11.81" 6.02" 7.4" 6377610 2096.86 
@ TE121024020 321BTU 11.81” 6.02” 7.4” 91T9800 2096.86 
@ TE121024011 321BTU 12” 6.18” 7.43" 6377606 2742.32 
@ TE121024010 321BTU 12" 6.18” 7.43" 6377604 2459.12 
@ TE121048010 321BTU 12° 6.18” 7.43" 91T9801 2459.12 
@ TE162048020 567BTU 15.75” 7.09” 7.25" 6377615 2419.00 
@ TE162024020 567BTU 15.75” 7.09” 7.25" 91T9803 2419.00 
@ TE162048010 567BTU 15.93” 7.35" tar 6377608 2822.56 
PIM_5465946 
Thermoelectric Temmperature Controllers 
Price Each 
Mfg. Part No. Description Stock No. [19+ 
@ TEC24VCNTLRN 24V 40Y0467 466.04 
@ TEC48VCNTLRN 48V 40Y0468 466.04 


PIM_5465947 
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FANS, BLOWERS & IMPELLERS 


AXIAL FANS 


BRUSHLESS DC TUBEAXIAL FANS Soper @ BRUSHLESS DC TUBEAXIAL FANS (CONT.) 
wae MUltCOomp al Poul Price Each 
7 : 7 _ Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-9+ 
yrs 60 mm, 2 Lead Wires 
stteo,, @ MC36294 20mm 12V Vapo 23cu.ft/min 2370622 = 
phd 2 @ MC36297 25mm 12 Vapo 19.3cu.ftimin | 2370625 = 
= @ MC36300 25mm 24V Vapo 19.3cu.timin | 2370628 = 
@ MC36299 25mm 24 Vapo 23.5cu.timin | 2370627 = 
47x17x8mm @ MC23300 25mm 48V Precision Ball 29cu.ft/min 75M2188 = 
= 60 mm, 2 Lead Wires, Locked Rotor 
@ MC35349 15mm 12V Vapo 25.2cu.ftimin | 75R9900 = 
@ MC21688 25mm 24V Vapo 36cu.ft/min 14M9044 18.52 
@ MC21689 25mm 48V Precision Ball 36cu.ft/min 14M9045 = 
@ MC21690 25mm 48V Vapo 36cu.ft/min 14M9046 = 
™ 80 mm, 2 Lead Wires 
35x 35x 10mm 40 x 40 x 10 mm 40 x 40 x 20 mm Se el mm “@mc36325. | 20mm | 12V. |  Vapo | 3dcuftmin | 2370653 | — 
© Black thermoplastic housing and impeller, rated @ Lead wire connection A @ MC36266 a tev Bal A1cu. ws 231059 — 
UL94V-0 © Temperature rating: -10°C to +70°C @ MC36335 25mm 12V Ba 57cu.f/min 2370663 = 
© Brushless shaded-pole motor C € @ MC36334 25mm 12V Ba 60cu.fi/min 2370662 = 
@ MC32914 25mm 12V Precision Ball 33.1cu.ft/min 71P8692 8.38 
Order Multicomp fan accessories separately; go online or call. @ MC32893 25mm 12V Sleeve 41cu.ftmin 71P8670 = 
External | Supply Price Each @ MC36336 25mm 12V Vapo 60cu.ft/min 2370664 = 
Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-9+ @ MC36268 25mm 24V Bal 41cu.ftmin 2370596 ans 
120 mm, 2 Lead Wires @ MC36328 25mm 24v Bal 60cu.ft/min 2370656 | 14.89 
@ MC36274 25mm 12V Bal 75cu. ft/min 2370602 18.25 @ MC36329 25mm 24V Vapo 60cu. ft/min 2370657 16.53 
@ MC35159 25mm 1av Bal 98cu.ftimin | 63R9294 | 18.41 @ MC36330 25mm 48V Bal 60cu.ftimin | 2370658 | 18.04 
@ MC36273 25mm 12 Ba 108.2cu.ft/min | 2370601 18.25 80 mm, 2 Lead Wires, Locked Rotor 
@ MC36276 25mm 2av Ba 93cu.ft/min 2370604 19.25 @ MC35352 25mm 12V Vapo 38cu.f/min 75R9903 = 
@ MC36275 25mm 24V Bal 108.2cu. ft/min 2370603 19.25 @ MC35351 25mm 12V Vapo 37cu.ft/min 75R9902 es 
@ MC36278 38mm 12V Bal 116cu.ft/min 2370606 23.10 @ MC35350 25mm 12V Vapo 41cu.ft/min 75R9901 = 
@ MC36277 38mm tv Bal 138cu.fimin | 2370605 | 19.06 @ MC32896 25mm 24V Sleeve 33cu.ftmin | 71P8673 25 
© MC36280 38mm 24v Bal 116cu.fmin | 2370608 | 20.39 @ MC35346 25mm 24v Vapo 37cuftimin | 759898 = 
@ MC36279 38mm 24V Ba 138cu.fmin | 2370607 | 20.39 @ MC35354 25mm 24V Vapo 41 cu.f/min 75R9905 = 
© MC33868 38mm 24a Vapo 138cu.ftimin | _14R8254 | 18.25 @ MC21701 38mm 48V | Precision Ball | 84.1cu.ftimin | 14M9057 = 
120 mm, 2 Lead Wires, Locked Rotor 92 mm, 2 Lead Wires 
@ MC23298 25mm 12v_|_ Precision Ball || 120cu.ftimin | 75M2186 | 40.74 @ MC36270 25mm 12V Ball 51.5cu.timin | 2370598 9.55 
25 mm, 2 Lead Wires @ MC36338 25mm 12V Ball 70cu.f/min 2370666 = 
© MC36302 6mm Sv Vapo 2.2cu.fimin | 2370630 = @ MC36337 25mm 12V Ball 75ou.ftmin | 2370665 | 15.16 
@ MC36301 6.9mm 5V Vapo 3cu.ft/min 2370629 9.69 @ MC36339 25mm 12V Vapo 75cu.ft/min 2370667 = 
@ MC36304 10mm 5V Vapo 3cu.ft/min 2370632 11.00 @ MC36331 25mm 24V Ball 75cu.ft/min 2370659 = 
© MC36303 10mm 5V Vapo 3.5cu.ftimin | _ 2370631 _ @ MC36332 25mm 24v Vapo 75cu.ft/min 2370660 ss: 
@ MC36305 10mm 12v Vapo 3cu.f/min 2370633 11.68 @ MC36333 25mm 48V Ball 75cu.ft/min 2370661 = 
30 mm, 2 Lead Wires 92 mm, 2 Lead Wires, Locked Rotor 
© MC36307 6mm SV Vapo 3.7cu.fimin | _ 2370635 x @ MC35353 25mm 12V Vapo 39.5cu.ftimin | 75R9904 5.60 
© MC36306 6mm 5V Vapo 49cutmin | 230634 = @ MC35347 25mm 12V Vapo 45cu.fmin | 75R9899 = 
@ MC36308 10mm SV Vapo 5.Scu.ftimin | 2370636 _ @ MC35355 25mm 24V Vapo 39.5cu.ftimin | 75R9906 = 
@ MC36311 10mm 12v Vapo 4.6cu.ftimin | 2370639 _ @ MC35348 25mm 24Vv Vapo 45cu.fimin | 46P4027 = 
@ MC36310 10mm 12V Vapo 5.5¢cu.ft/min 2370638 14.78 @ MC32923 38mm 12V Ball 91.7cu.ft/min 71P8701 8.12 
@ MC36312 15mm 5V Vapo 6cu.ft/min 2370640 11.62 @ MC21707 38mm 12V Precision Ball | 120.2cu.fmin | 149063 | 29.42 
35 mm, 2 Lead Wires @ MC21709 38mm 48v | Precision Ball | 120.2cu.ftimin | 14M9065 a 
@ MC36314 10mm 5V Vapo 7cu.ft/min 2370642 = Suara 
@ MC36317 10mm 12V Vapo 6.5cu. ft/min 2370645 12.24 : 
Sonn 3 ead —— _ fairs a MINI PC BOARD FANS & BLOWERS I 2 
@ MC36281 10mm 5V Vapo 7cu.ft/min 2370609 = mu icomp 
@ MC36282 10mm 12V Vapo 7cu.ft/min 2370610 = - : Getimpian 
@ MC35162 fomm | 12V Vapo Boutin | 64R4867 | 4.56 Sat 1 C- ) Available 
@ MC32906 20mm 5V Ball 7.7cu.ftimin 71P8684 = a i J 
@ MC36286 20mm 12V Vapo 6.3cuftmin | 2370614 = mc { r Cu 2 
@ MC36284 20mm 12V Vapo 8.9cu.ft/min 2370612 = gio reo 
@ MC36287 20mm 12 Vapo 10.8cu.fttmin ] 2370615 aa 4 : d 
© MC36280 20mm | 24V Vapo Boutin | 2370617 = il 4 
@ MC21684 28mm 12V Ball 24cu.ft/min 14M9040 = : . ey te OJ 
45 mm, 2 Lead Wires MOIS MC34115 MC34117 
@ MC36291 10mm 12V Vapo 9.2cu.ft/min 2370619 7.02 @ Assmall as 8 x 8 x 3mm © Blades available as axial (fans) or centrifugal 
@ MC36319 10mm 12V Vapo T18outimin | 2370647 6.30 © Power consumption as low as 90mW (blowers) 
- ® 3VDC rated voltage 
50 mm, 2 Lead Wires PIES 
OINGH2IE : Oram a Wapo Henna 2510624 — Mfg. Part No. poi acid Bearing Flow Rate StockNo. | 1-9+ 
50 mm, 2 Lead Wires, Locked Rotor = 
@ MC36265 fomm | 12V Sleeve 12.5custmin | 2370594 = Gini ees, Leen Rotor 
- @ MC34113 3mm 3V Vapo 0.12cu.ftmin 25R6545 20.16 
@ MC35357 15mm 12V Vapo 18.6cu.ft/min 75R9908 ese 
tt 15.4 mm, 3 Lead Wires, Locked Rotor 
60 mm, 2 Lead Wires : @ MC34115 3mm 3V Vapo | 0.31cutimin | 25R6547 770 
@ MC36323 15mm 12 Vapo 21.9cu.ftimin | 2370654 = Yt 
@ MC36324 Tamm | 24V Vapo 21.9cusftmin | 2370652 = A 
: @ MC34117 3mm 3V Vapo 0.217 cu. ft/min 25R6549 22.07 
@ MC36262 20mm 12V Ball 19cu.ft/min 2370591 = Siinoser 
@ MC36295 20mm 12V Vapo 19cu. ft/min 2370623 = = 
> CONTINUED > 
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AXIAL FAN 


DC TUBEAXIAL FANS - SQUARE, LEAD Gein ebm a st DC TUBEAXIAL FANS - SQUARE, LEAD WIRES (CONT.) 
WIRES Available pD ) External Supply Price Each 
a Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-4+ 
25 mm, 2 Lead Wires 
@ 255N 8mm 5V Sleeve 1.9cu. ft/min 2008129 32.16 
@ 255H 8mm 5V Sleeve 2.6cu.ft/min 86K9807 28.94 
@ 252N 8mm 12V Sleeve 1.88cu.ft/min 86K9806 28.65 
40 mm, 2 Lead Wires 
@ 412F 10mm 12V Sleeve 4.71cu.ft/min 86K9831 20.34 
@ 412FH 10mm 12V Sleeve 5.3cu.ft/min 52F6779 20.77 
@ 414F 10mm 24V Sleeve 4.71cu.ft/min 86K9835 21.13 
@ 414FH 10mm 24V Sleeve 5cu.ft/min 33K8400 19.08 
@ 412 20mm 12V Sleeve 5.89cu.ft/min 86K9830 21.20 
@414 20mm 24V Sleeve 5.89cu.ft/min 86K9834 24.29 
_ ° @ 412J 25mm 12V Ball 11.2cu.ftimin | 86K9832 | 38.44 
en Sere aan cone dese 20 Sere TO Ses e414) 25mm 24V Ball T.2custimin | 86K9836 | 49.47 
® Plastic housing and impeller @ HH suffix = further increased A G @ 414JH 25mm 2av Ball 12.9cu.fl/min 67H5069 37.82 
e “/2” suffix in mfg. part no. indicates tachometer speed @ 414JHH 25mm 24V Ball 14.1cu.ft/min 86K9837 48.27 
t ° = 7 
e ee = economy fan with round flange e rae fe see A0 nim, 3 Lead Wires - 
© F suffix = flat construction/ frequency modulated @ P suffix = PWM 41212 20mm 12v Sleeve 5.89cu.ft/min 35€3531 19.08 
signal @ V/ VP suffix = VARIOFAN 50 mm, 2 Lead Wires 
ca © X suffi mounting bore hole 3.7mm © 512F fomm | 12 | Sleeve | ‘116cuitmin | 87KO197 | 27.52 
Maximum temperature rating from +50°C to +85°C (please refer to datasheets for detailed breakdown). Order SF | Smm_ | AN Sleeve | 11-8cu-fimin aaa S14F ‘6mm aa Sleeve 11.8cu.ftimin o4ma744 25.40 
ebm-pabst fan accessories separately; go online or call. 60 mm, 2 Lead Wires 
External Supply Price Each @ 612FL 15mm 12V Sleeve 11.2cu.ft/min 2008211 30.44 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 4-44 @ 612F 15mm 12V Sleeve 17.07cu.f/min 86K9885 22.29 
119 mm, 2 Lead Wires @ 614F 15mm 24V Sleeve 17.1cu.ft/min 86K9895 28.04 
@ 4412FM 25mm 12V Bal 82.4cu.ft/min 15B5299 60.96 @ 612NME 25mm 12V Ba 21cu.ftimin 869892 | 26.96 
@ 4412F 25mm 12 Bal 100.1cu.ftmin | 9401058 42.01 @ 622N 25mm 12v Ba 23.5cu.ft/min 86K9906 | 53.94 
@ 4414FM 25mm 24V Ba 82.4cu.ft/min 86K9855 44.82 @ 612NN 25mm 12v Ba 24.7cu.ftimin | 869893 = 
@ 4414F 25mm 24V Ba 100.1cu.ftimin | 86K9854 48.76 @ 612NHH-118 25mm 12V Ba 33cu.ft/min 86K9891 = 
@ 4414FNN 25mm 24V Ba 117.7cu.ft/min 10R6581 57.71 @ 612NGN 25mm 12V Sleeve 24.7cu.ft/min 86K9890 | 41.67 
@ 4414FNH 25mm 24V Ba 132.4cu.ftimin | 34M0730 62.82 @ 612NGH 25mm 12v Sleeve | 27.1cu.ftimin | 93K6844 | 35.39 
@ 4312. 32mm 12V Ba 55.9cu.ft/min 02M0245 41.45 @ 624M 25mm 2a Ba 17.7cu.ftimin | 86K9912_ | 34.29 
@ 4312M 32mm 12V Ba 82.4cu.ft/min 86K9847 34.34 @ 614NM 25mm 24V Ba 20.6cu.ftmin | 86K9899 | 45.35 
@ 4312 32mm 12 Bal 100.06cu.fmin | 88K2735 = @ G14NN 25mm 24V Ba 24.7cu.ftmin | 86K9900 | 53.08 
@ 4314L 32mm 24V Ba 55.9cu. ft/min 86K9850 39.17 @ 624H 25mm 24V Bal 27.1cu.ft/min 86K9909 41.90 
@ 4314M 32mm 24V Bal 82.4cu.ft/min 86K9851 41.97 @ 614NHH 25mm 24V Bal 33cu.ft/min 9104425 | 40.15 
@ 4314 32mm 24V Ba 100.06cu.ftimin | 88K2736 | 47.13 @ 614NGN 25mm 24av Sleeve | 24.7cu.ftimin | 86K9898 | 41.01 
@ 4318 32mm 48V Ba 400.1cu.ft/min 86K9852 72.20 @ 614NGHH 25mm 24V Sleeve 33cu.ft/min 86K9897 31.95 
@ 4212. 38mm 12V Bal 51cu.ft/min 86K9843 ue @ 614JH 32mm 24v Bal 41.1cu.ft/min 88K1462_| 98.00 
@ 4412N 38mm 12V Bal 120.7cu.timin | 31M0729 = 60 mm, 2 Lead Wires, Compact 
@ 4412H 38mm 12V Ba 141.3cu.ttmin | 31M0726 47.07 @ 612NLE 25mm 12V Ba 12.4cu.t/min 59/6812 = 
4112NH4 38mm 12V Bal 208.9cu.ft/min 60M3144 87.15 60 mm, 2 Lead Wires, Further Increased Speed 
@ 4414. 38mm 24V Ba 88cu.ft/min 31M0733 46.88 @ 622HH 25mm 12v Ba 33cu.f/min 86K9903 | 35.32 
4414N/2XH 38mm 24V Ba 139.5cu.ftimin | 53K1743 69.87 © 612NHH 25mm t2v Bal 33cu.ftimin 10R6588_| 36.40 
@ 4414H 38mm 24V Ba 141.3cu.ftimin | 31M0732 65.69 @ 624HH 25mm 2av Ba 38cu.fmin 86K9910 | 40.21 
4414/2HHP 38mm 24V Ba 167.74cu.fmin | 73R7633 51.33 614NHHR-137_ | __ 25mm 24V Ba 38cu.fmin 85M2145_ | 53.25 
@ 4414HH 38mm 24V Bal 167.8cu.ftimin | 71P7616 56.54 60 mm, 2 Lead Wires, High Speed 
@ 4114NH5 38mm 2aV Bal 229.5cu.ftmin | 85M2036 | 133.69 © 622H 25mm 12V Ba 27.1cu.ftimin | 86K9902 | 35.32 
@ 4114NH6 38mm 24V Bal 259cu. ft/min 78M7997 122.88 @ 612NH 25mm 12V Ba 27.1.cu.ft/min 39C5981 48.76 
@ 4114N/2H7P 38mm 24v Ba 204.2cu.ftimin | 12N3245 | 146.96 60 mm, 2 Lead Wires, Low Speed 
@ 4114N/2H8P 38mm 24V Ba 335.5cu.ftmin | 14N2344 | 2144.91 @ 622. 25mm 12v Ba 12.4cu.f/min 86K9904 | 33.72 
@ 4418M 38mm 48v Ba 108.3cu.ft‘min 10R6584 47.07 60 mm, 3 Lead Wires 
@ 4418N 38mm 48V Bal 120.7cu.ft/min 40R6585 46.21 614N/2HH-169 25mm 24V Ba 31.79cu. ft/min 31K8995 40.12 
@ 4418H 38mm 48V Ba 141.3cu.ft(min 10R6582 67.65 70 mm, 2 Lead Wires 
@ 4118NH6 38mm 48V Ba 259cu.ft/min 64m6571 | 107.41 @712F 15mm 12V Sleeve 25.9cu.ft/min 86K9921 | 38.10 
@ 4418N/2H7P 38mm 48V Ba 204.2cuftmin | 01P0079 | 166.48 @ 714F 15mm 24Vv Sleeve | 25.9cu.ftimin | 86K9922_| 37.73 
119 mm, 2 Lead Wires, Metal Housing 80 mm, 2 Lead Wires 
@ 4112NH3 38mm 12V Ba 182.4cu.imin | 061009 | 91.60 © 8412N 25mm 12v Ba 40.6cu.fimin | 88K2750 | 36.22 
@ 4114NHH 38mm 24vV Bal 152.9cu.ft/min 83H9311 400.60 8412NGLV 25mm 12V Sleeve 19.4cu.ft/min 208230 42.49 
@ 4114NH3 38mm 24 Ba 182.4cu.ftmin | 41K9470 91.99 @ 8414NM 25mm 24V Ba 34.1cu.ft/min 86K9940 | 36.22 
119 mm, 2 Lead Wires, Metal Housing & Impeller @ 8312M 32mm 12v Ba 28cu.ft/min 86K9931 | 33.07 
@ 4412M 38mm 12V Ba 108.3cu.ftmin | 31M0728 73.94 © 8312 32mm 12v Ba 31.8cu.ftimin | 86K9930_ | 46.37 
@ 4414M 38mm 2av Bal 108cu. ft/min 31M0734 55.50 8312HL 32mm 12V Bal 39.4cu.ftimin | 90B3620 | 45.24 
@ 4414N 38mm 24v Ba 120.7cu.ftmin | 31M0735 61.67 © 8314 32mm 24V Bal 31.8cu.ft/min 86K9932_ | 45.47 
127 mm, 2 Lead Wires @ 8314HL 32mm 24V Bal 39.4cu. ft/min 08R0714 60.77 
@ 5212NN 38mm 12V Bal 127cu.ft/min 86K9871 74.90 @ 8314H 32mm 24V Bal 47.1cu.ft/min 88K2196 48.07 
@ 5212NH 38mm 12V Bal 148.3cu.ft/min 86K9870 76.35 @ 8318 32mm 48V Bal 31.8cu.ft/min 86K9933 44.89 
@ 5214NM 38mm 24V Ba 110.1cu.ft/min 86K9873 61.62 @ 8214JN 38mm 24V Bal 78cu.ft/min 33K8407 68.02 
@ 5214NH 38mm 24V Ba 148.3cu.fimin | 86K9872 | 105.45 @ 8214J/2H3 38mm 24V Bal 111.8cu.ftimin | 66M7933_ | 115.73 
135 mm, 2 Lead Wires @ 8214J/2H4 38mm 24V Bal 134cu.ftmin 66M7934 93.12 
@5112N 38mm 12 Ba 147.1cu.ftmin | 86K9869 = @ 8218JN 38mm 48V Ba 78cu.ft/min 85M2235 | 65.31 
135 mm, 2 Lead Wires, Metal Housing @ 8218J/2H4 38mm 48V Ba 130.7cu.ftmin | 01P0081 | 89.43 
@ 5114N 38mm 24V Ba 147.1cu.ft/min 97B2531 135.88 
> CONTINUED > > CONTINUED > 
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DC TUBEAXIAL FANS - SQUARE, LEAD WIRES (CONT.) 


FANS, BLOWERS & IMPELLERS 


AXIAL FANS 


DC TUBEAXIAL FANS - ROUND (CONT.) 


CONNECTIONS 


RoHS 
External | Supply WesicelEachl “& vy Gee simon 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ > A a 
80 mm, 2 Lead Wires, Metal Housing f Al G 
@ 8212JN 38mm 12V Bal 78cu.ft/min 86K9929 74.37 
80 mm, 2 Lead Wires, Standard 
@ 8414N 25mm 24V Bal 40.6cu. ft/min 86K9939 40.40 6400 Setics 
80 mm, 2 Lead Wires, With Tachometer © Ball bearing © Plastic housing and impeller 
@ 8414N/2G 25mm 24V Sleeve 40.6cu.ft/min 83H3485 | 35.59 Maximum temperature rating from +55°C to +72°C (please refer to datasheets for detailed breakdown). Order 
92 mm, 2 Lead Wires ebm-papst fan accessories separately; go online or call. 
@ 3412NME 25mm 12V Ba 42cu.ft/min 86K9819 - External Supply Price Each 
@ 3412N 25mm 12V Ba 49.4cu.ft/min 86K9817 47.93 Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ 
@ 3412NH 25mm 12V Ba 55.3cu.ft/min 86K9818 39.48 150 mm, 2 Lead Wires 
@ 3412NHH 25mm 12V Bal 60cu.ft/min 95B5056 40.36 @7112N 38mm 12V Ba 212cu.ft/min 86K9919 164.14 
3412NGHH 25mm 12V Sleeve 60cu.ft/min 2008139 30.45 @7114N 38mm 24V Bal 211.9cu. ft/min 88K2748 90.42 
@ 3414NM 25mm 24V Ba 42.4cu. ft/min 86K9825 37.60 @7214N 55mm 24V Ba 211.9cu.ft/min 86K9924 128.79 
@ 3414N 25mm 24V Bal 49.4cu.ft/min 02M0144 = 172 mm, 2 Lead Wires 
@ 3414NH 25mm 24V Bal §5cu.ft/min 86K9823 56.62 @ 6312/2TDHP. 51mm 12V Ba 353.1cu. ft/min 85M2152 175.57 
@ 3414NHH 25mm 24V Bal 60cu.ft/min 86K9824 39.31 6424R-343 5imm 24V Ba 241 .3cu.ft/min 65H8568 136.58 
@ 3212JN 38mm 12V Bal 76.5cu.ft/min 10R6576 53.92 @ 6314/2TDHHP 51mm 24V Ba 417.9cu.ftmin 85M2153 247.50 
@ 3212JH 38mm 12V Ba 86cu.ft/min 85M1685 61.26 @ 6318/2TDHHP 51mm 48V Ba 418cu. ft/min 85M2155 206.30 
@ 3212J/2N-301 38mm 12V Sleeve 76.5cu. ft/min 86K9809 62.78 @ 6318/2TDH4P 5imm 48V Ba 559cu. ft/min 85M2157 179.38 
@ 3214JN 38mm 24V Ba 76.5cu. ft/min 86K9810 73.47 172 mm, Terminals 
@ 3214JH3 38mm 24V Bal 139.5cu.ft/min 85M1690 | 131.62 @ 6224NM 51mm 24V Ba 206cu. ft/min 86K9908 114.33 
@ 3214J/2H4P 38mm 24V Bal 164.8cu.ft/min 10R6577 | 102.89 @ 6424 51mm 24V Ba 241.3cu.ftmin 86K9915 == 
@ 3218JH3 38mm 48V Ba 139.5cu.fimin | 85M1694 | 75.03 @ 6224NH Simm 24V Ba 283cu.f/min 86K9907_| 124.75 
@ 3218J/2H4P 38mm 48V Ba 164.8cu.ft/min 10R6578 88.09 @ 6448 5imm 48V Ba 241cu.ft/min 86K9917 111.26 
92 mm, 4 Lead Wires 172 mm, Terminals, High Speed 
3214J/2H3F-191 38mm 24V Ba 135.4cu.ft/min 62R9027 ae @ 6424H 51mm 24V Ba 282.5cu.ftmin 86K9916 159.97 
PIM_68233 172 mm, Terminals, Standard 
@ 6224N 51mm 24V Ba 241 .3cu.ft/min 044755 126.42 
DC TUBEAXIAL FANS - SQUARE, TERMINAL ebm papst - ao Simm | AN Ba 2Hcu.fimin | RBCRSeIS REISS 


— RoHS 
—_ Geeeinpia 
Available 


Poy WG 


4400F Series 4300 Series 4100N Series 
@ Plastic housing and impeller 


Maximum temperature rating from +55°C to +75°C (please refer to datasheets for detailed breakdown). Order 


@ Terminal connection 


ebm-pabst fan accessories separately online or call. 
External | Supply Price Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ 
119 mm, 2 Lead Wires 
@ 4484F 25mm 24V Bal 100.1cu.ftmin | 88K2737 52.17 
119 mm, Terminals 
@ 4304 32mm 24V Bal 100cu.ft/min 86K9853 59.42 
4182NXH 38mm 12V Bal 139.5cu.ft/min 13J3411 81.59 
@ 4182NGX 38mm 12V Sleeve 94.2cu. ft/min 86K9838 68.03 
@ 4184NX 38mm 24V Bal 105.9cu.ft/min | 93K7639 77.82 
@ 4184NXH 38mm 24V Bal 139.5cu.ft/min 50B6456 77.01 
4184NXHH 38mm 24V Bal 153.03cuftimin | 96K5072 67.83 
@ 4184NGX 38mm 24V Sleeve 94.2cu.ft/min 86K9840 66.39 
@ 4188NXM 38mm 48v Bal 94cu.ft/min 86K9841 86.84 
119 mm, Terminals, Metal Housing 
@ 4182NX 38mm 12V Bal 105.9cu.ftmin | 86K9839 95.28 
127 mm, Terminals 
@ W2G115-AE31-13 38mm 24V Bal 130cu.ft/min 10R6570 84.10 
@ W2G115-AG71-12 38mm 24V Bal 160cu.ft/min 47M2382 | 117.01 


PIM_106437 


DC TUBEAXIAL FANS - ROUND 


ebmpapst 


7200N Series 


TAQON Series 6200N Series 


6300 Series 


> CONTINUED > 
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S-FORCE HIGH PERFORMANCE AXIAL FANS 

@ Ball bearing 

@ Lead wire connection (20 AWG) 

@ Fully integrated commutation electronics 

® Standard with speed signal and PWM (P suffix) or 
0-10VDC / PWM (0 suffix) speed control 

@ Aluminum housing, fiberglass reinforced PA impeller 


ebmpapst 
Seep 


External | Supply Price Each 

Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ 
220 mm, 2 Lead Wires 
@ 2214F/2TDHO 51mm 24V Ball 464.7cu.ft/min 91R0149 184.76 
@ 2214F/2TDHHO Simm 24V Ball 553.3cu.ft/min 91R0148 227.01 
@ 2218F/2TDHHO 5imm 48v Ball 553.3cu.ft/min 91R0150 215.48 
PIM_190004 
DC AXIAL FANS SERIES 420 J t 
© Material: Fiberglass-reinforced plastic ie m paps 
@ Housing: GRP (PBT) 
© |mpeller: GRP (PA) — @) 
© Direction of airflow: Exhaust over struts 
® Connection: via single wires AWG 28, UL 1061 RoHS | 
© Direction of rotation: Counter clockwise, seen on rotor Gee eimpiat 


External Supply Price Each 
Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-4+ 
40 mm, 2 Lead Wires 
@ 422JM 28mm 12V Ball 14.12cu.ft/min 269205 33.00 
@ 422JN 28mm 12V Ball 18.3cu.ft/min 26Y9206 27.13 
@ 422JH 28mm 12V Ball 22.4cu.ft/min 26Y9204 Bileo) 
@ 424JM 28mm 24V Ball 14.2cu.ft/min 26Y9208 33.00 
@ 424JN 28mm 24V Ball 18.3cu.ft/min 26Y9209 27.13 
@ 424JH 28mm 24V Ball 22.4cu.ft/min 26Y9207 29.55 
PIM_5465392 
elementiu 1535 


FANS, BLOWERS & IMPELLERS 


@ Indicates RoHS Compliant | Find Datasheets Online 


AXIAL FANS 


DC AXIAL FANS SERIES 3300 N 
Material:Fiberglass-reinforced plastic ebm papst 
Housing: GRP (PBT) . mills 
+ Gee einoiat 
Available 


Impeller: GRP (PA) 2 
Oss 


Direction of airflow: Exhaust over struts 
Connection: via single wires AWG 24 UL 1061, TR 64 
Direction of rotation: Clockwise, seen on rotor 


Thanks to an aerodynamically modified housing with 
improved strut design, the operating noise has been 
reduced compared to the 3300 series. Combining the 
aerodynamic design with a 35.10 motor has made it 
possible to increase efficiency. 


External Supply Price Each 

Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1+ 
92 mm, 2 Lead Wires 
@ 3312NL 32mm 12V Bal 33cu. ft/min 40Y1546 oF 
@ 3312NM 32mm 12V Bal 40cu.ft/min 40Y1547 = 
@ 3312NN 32mm 12V Bal 47cu.ft/min 40Y1548 50.01 
@ 3312NNU 32mm 12V Bal 47cu.ftimin 41Y1538 61.26 
@ 3312NH 32mm 12V Bal 54cu.ft/min 40Y1543 50.01 
@ 3312NHH 32mm 12V Bal 63cu.ft/min 40Y1544 58.82 
@ 3312NH3 32mm 12V Bal 78cu.ft/min 40Y1545 60.73 
@ 3314NN 32mm 24V Bal 47cu.ftimin 40Y1553 44.77 

3314N/2N 32mm 24V Bal 47cu.ftimin 41Y1540 49.54 
@ 3314NNU 32mm 24V Bal 47.1cu.ft/min 41Y1542 66.39 
@ 3314NH 32mm 24V Bal 54cu.ft/min 40Y1550 44.77 
@ 3314NHHU 32mm 24V Bal 61.2cu.ft/min 41Y1541 63.08 
@ 3314NHH 32mm 24V Bal 63cu.ft/min 40Y1551 150) 

3314N/2HH 32mm 24V Bal 63cu.ft/min 41Y1539 Be 
@ 3314NH3 32mm 24V Ba 78cu.ft/min 40Y1552 50.18 
@ 3318NN 32mm 48v Bal 47cu.ftimin 40Y1556 50.01 
@ 3318NH 32mm 48V Bal 54cu.ft/min 40Y1554 50.01 
@ 3318NH3 32mm 48V Bal 78cu.ft/min 40Y1555 = 
PIM_5465563 
DC AXIAL FANS SERIES 3250 J 


Material: Fiberglass-reinforced plastic 
Housing: GRP (PBT) 

Impeller: GRP (PA) 

Direction of airflow: Exhaust over struts 
Connection: via single wires AWG 22, TR 64 
Direction of rotation: Clockwise, seen on rotor 


ebmpapst 
eet 


External | Supply Price Each 

Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-4+ 
92 mm, 2 Lead Wires 
@ 3252J/2H3P 38.15mm 12V Ball 158cu.ft/min 42Y2821 63.24 
@ 3254J/2H3P 38.15mm 24V Ball 158cu.ft/min 42Y2822 90.16 
@ 3258J/2HHP 38.15mm 48V Ball 138cu.ft/min 42Y2823 = 
@ 3258J/2H3P 38.15mm 48V Ball 158cu.ft/min 42Y2824 = 
92 mm, 2 Lead Wires, Environmentally Friendly 
@ 3258J/2HHPU 38.15mm 48V Ball 138cu.ft/min 46Y2931 = 
@ 3258J/2H3PU 38.15mm 48V Ball 158cu.ft/min 42Y2825 eee 
PIM_5465828 


Diagonal Compact Module Fans - EC / DC 

Features (Both): 

© Material - Impeller: PA composite; Housing: PP 
composite 

® Direction of rotation - Clockwise, seen on rotor 

Features - K2E200: 

@ Thermal overload protector (TOP) internally 
connected 

@ Mounting Position - Shaft horizontal or rotor on 
top; rotor on bottom on request 

© Condensate discharge holes - None 

Features - K3G200: 

Control Input: 0-10 VDC/PWM 


ebmpapst 


© Output: 10 VDC, max 1.1 mA = 
© Tach Output e Locked rotor protection 
© Over-temperature protected electronics / motor ® Mounting Position ~ Any 
© Soft start, motor current limit © Condensate discharge holes - None, open rotor 
External | Supply Price Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ 
245.5 mm, Terminal Block 
K3G200-AD11-02 90mm 115V Ball 506cu.ftmin | 01AC7472 = 
K2E200-AD08-02 90mm 115V Ball 550cu.ftmin | 01AC7470 as 
> CONTINUED > 


Diagonal Compact Module Fans - EC / DC (CONT.) 


External | Supply Price Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ 
245.5 mm, Terminal Block 
K2E200-AD20-01 90mm 230V Ball 544cu.ftimin | 01AC7471 a 
K3G200-AD21-01 90mm 230V Ball 547cuftmin | 01AC7473 — 
PIM_5699689 


4300N SERIES HIGH PERFORMANCE DC AXIAL FANS 

@ Material:Fiberglass-reinforced plastic é mpaps 
@ Housing: GRP (PBT) 

@ Impeller: GRP (PA) 

© Direction of air flow: Exhaust over struts 

® Direction of rotation: Clockwise, looking towards rotor 

© Connection: Via single wires AWG 24, TR 64 

© Weight: 250 g 

With the same air flow, it can provide an efficiency increase 
of up to 57% and a decrease in operating noise of about 9 
dB(A) compared with the previous model. It can be used 
in all applications involving compact technology, including 


inverters for welding equipment, drives, photovoltaic 

systems, automation, IT servers and network technology, 

and building ventilation. 

External | Supply Price Each 

Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-4+ 
119 mm, 2 Lead Wires 
4342NL 32mm 12V Ba 58.8cu. ft/min 67H5080 = 
4312NM 32mm 12V Bal 88.2cu.ft/min 67H5081 = 
4312NN 32mm 12V Bal 112cu.ft/min 67H5082 = 
4312NH 32mm 12V Ba 129cu. ft/min 7301187 = 
4312NHH 32mm 12V Bal 147cu.ft/min 7301188 42.59 
4312NH3 32mm 12V Bal 167cu.ft/min 11AC8760 = 
4314NL 32mm 24V Ba 58.8cu.ft/min 67H5085 41.28 
4314NM 32mm 24V Bal 88.2cu.ft/min 67H5086 = 
4314NN 32mm 24V Ba 112cu.ft/min 67H5087 39.15 
4314NH 32mm 24V Ba 129cu.ft/min 67H5084 39.16 
4314NHH 32mm 24V Ba 147cu.ft/min 2709625 42.18 
4314NH3 32mm 24V Bal 167cu.ft/min 11AC8763 -— 
4318NN 32mm 48V Bal 112cu. ft/min 11AC8769 = 
4318NH 32mm 48V Bal 129cu.ft/min 11AC8766 = 
4318NH3 32mm 48V Ba 167cu.ft/min 11AC8768 41.99 

PIM_5714642 


4400 SERIES DC AXIAL COMPACT FANS 
Material:Fiberglass-reinforced plastic 

Housing: GRP (PBT) 

Impeller: GRP (PA) 

Direction of air flow: Exhaust over struts 

Storage: ball bearing 

Service life L10 at 40 °C: 50000h 

Service life L10 at maximum temperature: 25000h 
Direction of rotation: Clockwise, looking towards rotor 
Connection: Via single wires AWG 24, TR 64 

Motor protection: protection against reverse polarity and 
blocked rotor 

@ Weight: 270 kg 


External Supply Price Each 
Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-4+ 
119 mm, 2 Lead Wires 
4412/2HHP 38mm 12V Ball 167.7cu.ft/min 2373873 46.08 
4418/2HHP. 38mm 48V Ball 167.7cu.ft/min 79R8823 51.34 
PIM_5722610 
4400 SERIES DC AXIAL FANS 


Material: Fiberglass-reinforced plastic 

Housing: GRP (PBT) 

Impeller: GRP (PA) 

Direction of air flow: Exhaust over struts 

Direction of rotation: Clockwise, looking towards rotor 
Connection: Via single wires AWG 24, TR 64 


. _ebmpapst 


External Supply Price Each 
Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1+ 
119 mm, 2 Lead Wires 
4412ML 38mm 12V Ball 99cu. ft/min 11AC9465 = 
441413 38mm 24V Ball 58.9cu. ft/min 38X4494 40.51 
031007000 38mm 48V Ball 99cu. ft/min 11AC9464 43.58 
PIM_5722611 
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IP54 RATED DC AXIAL FANS 


MB 


Minebea 


FANS, BLOWERS & IMPELLERS 


DC TUBEAXIAL FANS - SQUARE 


@ Dual ball bearings provide long-life and reliability 
© Lead wire connection 

© Low noise at various airflows 

@ Plastic housing and impeller 


AXIAL FANS 


NMB 


RoHS _ Failure Rate: 10% RoHS _ 
Compliant —@ 25°C 100,000 Hours (E00) Gee einsian 
wee © 25°C 70,000 Hours (D00) eee 
Temperature rating from -10°C to +40°C up to 
-10°C to 70°C (please refer to datasheets for Wi G 
detailed breakdown). Order NMB Technologies fan 
accessories separately; go online or call.Mfg part 
no.5015KL-04W-B50-E00 is not CSA certified; Mfg. 
part nos. with prefix 2420ML are not VDE approved 
and 4715SL have aluminum housing. 
1608VL 3610VL 4715VL Ee 
© Single phase motor technology @ Insulation resistance: 10Mohms over with a External | Supply ; perce each 
© Innovative casing DC500V megger Mfg. Part No. Depth | Voltage | Bearing Flow Rate | Stock No. 1-9+ 
@ Superior airflow © Dielectric withstand voltage: AC 700V 1s 119 mm, 2 Lead Wires, Standard, Flange Type 
@ |P54/oil and water resistant @ Allowable ambient temperature range: -10°C ~ @ 4710KL-04W-B10-E00 25mm 12V Bal 63.5cuftimin | 58K3144 17.60 
© Motor protection: auto restart/polarity protection +70°C (Operating) —__ - 
Price Each @ 4710KL-04W-B30-E00 25mm 12V Bal 88.2cu. ft/min §8K7922 17.60 
External | Supply eee ree -04W.-B50- 25 iv |B 114.7ou.timin | 108013 
Mfg. Part No. Depth | Voltage | Bearing Flow Rate Stock No. 1-9+ SORE DESOEN _ 7 a m 209) 
> @ 4710KL-05W-B10-E00 25mm 24V Ba 63.5cu.ft/min 58K3145 17.60 
get eh 2 el nes Sena Pag @ 4710KL-05W-B30-E00 | 25mm 24V Ba 88.2cu.ftimin | 4133423 | 20.6 
@ 4715VL-05W-B80-E00 | 38mm 24V Ba 243.2cu.ftimin | 3973303 | 44.14 Sia 5 oi : id - — ae zoe 
© 4715vL-07W-B50-E00 | 38mm | 48V | Bal | 1825cuftimin | 55w8253 | 51.93 aie — Ov = a on m ses eee 
© 4715VL-07W-B60-E00 | 38mm | 48V | Ball | 1899cuflmin | 9973308 | 44.14 ee ah aaa. aut! 
Si ee Len | Sl ee j i NEN fh 24v = 12 ir 74K4028 r 
40 mm, 2 Lead Wires, Standard, Rib Type ———_ a Ty = oe ld ren 2208 
®@ 1608VL-04W-B40-B00 20mm 1DV Bal 8 Bcufymin 3973065 14.50 @ 4712KL-07W-B30-P00 ne “ = —- wily a pato 24.64 
@ 1608VL-04w-B60-B00 | 20mm | 12v | Ball | 11.3cuftmin | 3973071 7 SS ATISAEDS 1-ES0R0G — on = oT = —— = 
@ 1608VL-05w-B40-800 | 20mm | 24v | Bal | 88cuftmin | 3973074 | 14.50 ea HISSE POW 8/0000 ci an = ae al aru 
@ 1608VL-05W-B60-800 | 20mm |  24V Bal 11.3cutmin | 3973081 | 14.38 a lA ali eal an : a = 
F @ 4715KL-04W-B10-E00 38.4mm 12V Ba 83.6cu. ft/min 7579269 = 
92 mm, 2 Lead Wires, Standard, Flange Type 784 HV 5 7 - 7519270 
© 3610VL-04W-B30-E00 | 25mm | 12V | Bal | 6/.tcuflmin | 3973115 = SESE ON EAT ED cee = = at mn —s = 
© 3610VL-04w-B50-E00 | 25mm | 12v | Ba TToufimin | 3973127 = SASK DWEBSTEW — -- ~ -- ull a 1o138 
© 3610VL-04w-B70-E00 | 25mm | 12V | Ball | 964cu,timin | 3973139 ae © ATSKL-DAWBAG EDO oe = =~ a - me aon ask 
© 3610VL-05W-B30-E00 | 25mm | 24v | Ball | 6f.tcuftimin | 3073151 = pti CS —— = 7 a ul —— 2a 
© 3610VL-05W-B50-E00 | 25mm | 24V | Ba Treuftmin | 3973163 a SAISREONES EEN on on = a = —— = 
© 3610VL-05w-B70-E00 | 25mm | 24v | Bal | 964cuftmin | 3973175 | 90.06 SS HISAESSNEBZIEDO! | ee 2 seu. = 
5 i @ 4715KL-05W-B30-E00 38.4mm 24V Bal 108cu.ft/min 7519278 26.72 
92 mm, 2 Lead Wires, Standard, Rib Type aa aay = 118 - FETOuaT 
© 3610VL-04W-B30-B00 | 25mm | 12V | Bal | 61dcuflmin | 3973114 = SS STISNEOSW-BHEOD, | 3e-2mnm a Sun Bos 
@ 3610VL-04w-B50-B00 | 25mm | 12V | Ba Trouftmin | 3973126 aa @ 4715KL-05W-B50-E00 —— = 2 es min sere 26.72 
© 3610VL-04w-B70-B00 | 25mm | 12V | Bal | 964cuftmin | 3973138 | 20.06 ae ae on - al « cu-ftimin 26.72 
aa ea a _ Ba 81 tauimin 3973150 TAGS 119 mm, 3 Lead Wires, sa ‘otor, —, F — — - See 
© 3610VL-05w-B50-800 | 25mm | 24V | Ba T7custmin | 3973162 | 20.06 Peete. don min ss sully sa 
© 36/0VL-05W-B70-B00 25mm AV Bal 6 4cuftimin | 3973174 A006 '7 mm, 2 Lead Wires, Standard, Flange Type 
are @ 5015KL-04W-B50-E00 | 38mm 12V Ba 199cu.ftimin | 05M2958 | 59.94 
ia 25 mm, 2 Lead Wires, Standard, Rib Type 
@ 1004KL-01W-B40-B00 10mm 5V Ba 1.6cu.ft/min 58K2748 8.31 
DC AXIAL FANS oe @ 1004KL-04W-B50-B00 10mm 12V Bal 2cu.ft/min 58K7747 as 
N M B 30 mm, 2 Lead Wires, Standard, Rib Type 
@ 1204KL-04W-B30-B00 10mm 12V Ba 2.7cu.ftmin §8K2753 aS 
Minebea @ 1204KL-04W-B50-B00 10mm 12V Ba 3.8cu.ft/min 58K7753 = 
Soper 30 mm, 3 Lead Wires, Locked Rotor, Sensor, Rib Type 
Avallable @ 1204KL-04W-B59-B00 | 10mm 12 Ba 3.8cuftimin | 33M1317 = 
35 mm, 2 Lead Wires, Standard, Rib Type 
@ 1404KL-04W-B30-B00 10mm 12V Bal 3cu.ft/min §8K2755 — 
@ 1404KL-04W-B50-B00 10mm 12V Ba 5.6cu.ft/min 58K2756 = 
40 mm, 2 Lead Wires, Standard, Rib Type 
@ 1604KL-01W-B40-B00 10mm 5V Ba 5.3cu.ft/min 58K7802 cs 
@ 1604KL-01W-B50-B00 10mm 5V Ba 6cu. ft/min 64K2283 = 
2415RL St15RL 3615RL © 1604KL-04W-B30-B00 | 10mm 12V Bal 4.2cuftmin | 58K2770 9.32 
@ Single phase motor technology © Motor protection: auto restart/polarity protection @ 1604KL-04W-B40-B00 10mm 12V Ba 5.3cu.ft/min 58K7803 9.32 
© Innovative casing © Insulation resistance: 10 Mohms or over with a @ 1604KL-04W-B50-B00 10mm 12V Bal 6cu.ft/min 69K7662 eee 
@ Integral stationary blade DCS500V megger : 
@ Dual NMB ball bearings @ Dielectric withstand voltage: AC 700V 1s © 1606KL-05W-B30-L00 ‘15mm 24 Bal Bcu. ue 58K2771 oes 
RL series cooling fans offer a single phase motor technology designed for low power consumption, low noise, @ 1606KL-05W-B50-L00 ismm 24v Bal 8.tcu.fimin_|_67K1460 a 
high pressure and long life. @ 1608KL-01W-B40-L00 20mm 5V Bal 8.4cu.ft/min §8K2772 = 
External | Supply Price Each @ 1608KL-04W-B10-L00 | 20mm | 12V Bal 4.9ou.ftimin | 58K2773 = 
Mfg. Part No. Depth | Voltage | Bearing Flow Rate Stock No. 1-9+ @ 1608KL-04W-B30-L00 20mm 12V Bal 7 Acu.ft/min §8K2774 = 
60 mm, 2 Lead Wires, Standard, Flange Type @ 1608KL-04W-B50-L00 20mm 12V Ba 9.5cu.ft/min 58K7807 — 
@ 2415RL-04W-B70-E00 38mm 12V Ball 53cu.ft/min 3973084 23.90 @ 1608KL-05W-B40-L00 20mm 24V Bal 8.4cu.ft/min 447492 — 
80 mm, 2 Lead Wires, Standard, Flange Type 40 mm, 3 Lead Wires, Locked Rotor, Sensor, Rib Type 
@ 3115RL-04W-B50-E00 38mm 12V Ball 61.8cu.ft/min 3973093 — @ 1608KL-05W-B59-L00 20mm 24V Bal 9.5cu.ft/min 82H1756 12.24 
@ 3115RL-04W-B70-E00 38mm 12V Ball 91.8cu.ftimin | 39T3099 xs 50 mm, 2 Lead Wires, Standard, Rib Type 
92 mm, 2 Lead Wires, Standard, Flange Type @ 2004KL-04W-B50-B00 10mm 12V Ba 10.2cu.ft/min | 58K7816 11.18 
@ 3615RL-05W-B30-E00 38mm 24V Ball 103.8cu.ftmin | 3973211 2 52 mm, 2 Lead Wires, Standard, Rib Type 
PIM_195696 @ 2106KL-04W-B40-L00 15mm 12V Bal 12cu.ft/min 44J8738 11.54 
@ 2106KL-04W-B50-L00 15mm 12V Bal 14.1cu.ft/min 70K9916 10.62 
> CONTINUED > 
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AXIAL FANS 


DC TUBEAXIAL FANS - SQUARE (CONT.) HIGH AIR FLOW LONG LIFE DC FANS SANYO DEN Kl 
Price Each © Material - Frame: aluminum, Impeller: plastics 
External | Supply ; ——— (flammability; UL94V-1) we RoHS. 
Mfg. Part No. Depth Voltage | Bearing Flow Rate | Stock No. 1-9+ © Motor Protection System: current blocking a Geena 
60 mm, 2 Lead Wires, Standard, Flange Type function and reverse polarity protection 
@ 2408NL-05W-B50-P00 20mm 24v Bal 17.6cu.ftimin | 44J8754 = ° reeks : shea oo 1 minute 
a a 24V Ba 37cu.ft/min 98K8347 — e Saas rere -30°C to +70°C (non-con- 
mm, 2 Lead Wires, Standard, Rib Type lensing 
@ 2404KL-04W-B50-B00 | 10mm | 12V Bal 19cu.timin | 58K7836 | 14.10 en ca ae 
© 2406KL-04W-B10-L00 fmm 12v Bal 6.7ou.imin | IBARGETS ior The San Ace 420L 9LG type has an expected life of 
@ 2406KL-04W-B30-L00 15mm 12V Bal 14.1cu.ftmin | 58K2912 10.91 180,000 hours (approximately 20 years), 1.8 times 
@ 2406KL-04W-B50-L00 15mm 12V Ba 18.3cu.ftimin | 58K7837 | 13.64 that of conventional long life fan,"1 making this 
© 2406KL-05W-B10-L00 | 15mm | 24v | Ball | 67outtmin | 58K7838 | 13,64 Neal galt cee operate without 
@ 2406KL-05W-B30-L00 15mm 24V Bal 14.1cu.ftimin | 65K1127 10.54 - 
© 2406KL-05w-B50-L00 | 15mm | 24V | Ball | 183cu‘timin | 58K2913 | 13.09 External | Supply pence Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-24+ 
@ 2408NL-04W-B10-L00 20mm 12V Bal 10.9cu.ftimin | 9408416 = 120 mm, 4 Lead Wires 
@ 2408NL-04W-B30-L00 20mm 12V Ba 14.8cu.ftimin | 65K1128 — © 91G1212P1H001 38mm TV Bal 176.5cu filmin 85X3764 = 
@ 2408NL-04W-B50-L00 20mm 12V Bal 17.6cu.ftimin | 58K7840 10.22 © 9LG1212P1S001 38mm 12V Ba 211.8cu.ftimin 5X3765 = 
@ 2406NL-OSW-B10L00 | 20mm | 2 | Gal | Coin e@aci212P1G001_ | 38mm [| 12V Ball | 247.1cu.timin | 85X3763 = 
an Soar —- — - ——— min ee = @91G1224P1H001_| 38mm | _24V Ball | 1765cuftimin | 85X3767 = 
Ls | | mm al “ocu.1/min — D. <i 
re 
@241om_-Oaw-b40-B00 | 26mm | 12 | Ball | 21soutinn @oGi2seP1Ho0t | 38mm | 48V Ball | 176.5cuftimin | 85X3770 = 
@ 2410ML-04W-B50-B00 25mm 12V Bal 23.3cu.ftimin | 58K7847 11.04 @ 9LG1248P1S001 38mm 48V Ba 211.8cu.f/min $5X3771 = 
@ 2410ML-04W-B60-B00 25mm 12V Bal 25cu.ft/min 15M2168 13.79 © 9LG1248P1G001 38mm 48V Ba 2471cu ft/min 85X3769 = 
@ 2410ML-04W-B80-B00 25mm 12V Bal 37cu.f/min 58K2919 — PIM 5465046 
@ 2410ML-05W-B10-B00 25mm 24V Ba 13.7cu.ftimin | 58K2920 13.79 
@ 2410SB-05W-B40-B00 25mm 24V Bal 19.8cu.ftimin | 5579978 10.30 
@ 2410ML-05W-B40-B00 25mm 24V Bal 21.5cu.ftimin | 58K7850 12.20 WIDE TEMPERATURE RANGE DC FANS 9GT SANYO D E N K | 
@ 2410ML-05W-B50-B00 25mm 24V Bal 23.3cu.ftmin | 58K2922 8.08 TYPE 
@ 2410ML-05W-B80-B00 25mm 24V Bal 37cu.ft/min 58K2923 13.06 
60 mm, 3 Lead Wires, Locked Rotor, Sensor, Rib Type j 
@ 2406KL-05W-B59-L00 15mm 24V Bal 18.3cu.ftmin | 19J7268 14.37 
@ 2408NL-05W-B59-L00 20mm 24V Ba 17.6cu.ftmin | 33M2073 10.69 
@ 2410ML-05W-B69-B00 25mm 24V Ba 25cu.ft/min 33M2122 11.34 = 
60 mm, 3 Lead Wires, Tachometer, Sensor, Flange Type aaieioPisi0t sicameiina 
@ 2410ML-04W-B89-E50 25mm 12V Bal 37cu.ft/min 33M2103 12.29 RoHS 
80 mm, 2 Lead Wires, Standard, Flange Type Gee tinoiat 
@ 3108NL-04W-B10-P00 20mm 12V Bal 26.5cu.ft/min | 9207484 11.41 
@ 3108NL-04W-B30-P00 20mm 12V Bal 34.6cu.ftimin | 68K1211 = 
@ 3108NL-04W-B50-P00 20mm 12V Bal 44cu.ft/min 58K7880 2s 
@ 3108NL-05W-B10-P00 20mm 24V Ba 26.5cu.fmin | 58K3028 = a. 
@ 3108NL-05W-B30-P00 20mm 24V Ba 34.6cu.fimin | 9207488 exe 9GT0924P1M001 9GT1212P1S001 
@ 3110KL-04W-B30-D00 25mm 12V Bal 31.8cu.ft/min | 29M8108 = @ Material: Frame: aluminum, Impeller: plastics (between lead conductor and frame) 
© 3110KL-04W-B50-D00 25mm 1DV Bal 38.8cuftmin | 29M8110 = (flammability: UL94V-1) : ; ° Storage temperature: -40°C to +85°C (non-con- 
© Motor protection system: current blocking function densing) 
@ 3110KL-05W-B30-D00 25mm 24v Bal 31.8cu.ftimin | 29M8111 os and reverse polarity protection © Lead wire: +red, -black, Sensor: Yellow, Control: 
@ 3110KL-05W-B40-D00 25mm 24V Bal 35.3cu.ft/min | 29M8112 EP ® Dielectric strength: 50/60Hz, 500VAC, 1 minute Brown 
@ 3110KL-05W-B50-D00 25mm 24V Bal 38.8cu.ftmin | 78H3571 =a Safely used in both low-temperature andhigh-temperature applications ranging from refrigeratorsand freezers 
e si oswesoet0 | 25nn_[-—>6V_| Bol sede [corre | == ‘ol geesing hr dees, elm conta pnt a onmuncnions dees, PV 
-05W-B60- 25mm 24V Ba 40.2cu.ftmin | 29M8113 = 5 
- are 32mm | 12V Ball | 51.5custimin | 58K3030 = External | Supply : pericalEach! 
@ 3112KL-05W-B30-E00 32mm 24V Bal 38.1cu.ft/min | 58K3031 _ 120 vio. ae Wires Depth Voltage | Bearing cehiaad Sipe: es 
@ 3112KL-O5W-B50-E00_| 32mm | 24V | Ball | 5t.Scu,fiimin | 4143289 | — @9cTi212P1s001 | 3amm [12 Ball__| 211.8cu.timin | 38Y6394 = 
aes — ZV | Ball | S8.6custmin [RSSRSUS 7 ae @ocTi224Pisoo1 | aémm | 24V | Ball | 211Bcustimin | 98Y6395 = 
mm, 2 Lead Wires, Standard, Rib Type 40 mm, 4 Lead Wires 
© 3106KL-04W-B50-B01_ | 15mm | 12V Ball 32.8cu.fimin | 6578059 = @ 9G70412P3J001 28mm | 12V Ba 184cuftimin | 38¥6384 = 
80 mm, 3 Lead Wires, Locked Rotor, Sensor, Flange Type © 9610424P34001 28mm | 24V Ba T84cuiimin | 38¥6385 = 
@ 3110KL-05W-B69-D00 25mm 24V Ba 40.2cu. ft/min | 33M2694 — 60 mm, 4 Lead Wires 
80 mm, 3 Lead Wires, Locked Rotor, Sensor, Rib Type @9cT0612P4G001 | 25mm | 12V Ba 44.5cuftimin | 38Y6386 = 
anes —- 2av_]_Ball_| 32.8eu-timin | sawzeoa | — e@scroszapacoo1 | 25mm | 24V Ball | 445cuitimin | 38Y6387 = 
mm, 2 Lead Wires, Standard, Flange Type 7 
@ 3610KL-04W-B10-D00 25mm 12V Bal 26.5cu.ft/min | 58K7902 — ns rents: 25mm 12V Bal 65.7cu filmin 38Y6388 = 
@ 3610KL-04W-B20-D00 25mm 12V Bal 33.5cu.ft/min | 58K3101 = = = AS 
@ 3610KL-04W-B30-D00 | 25mm | 12V Ball | 40.6cu.ftimin | 58K7903 = Siti diacl Wie nm aN 2 Ss reusinn eee 
@ 3610KL-04W-B50-D00 25mm 12V Bal 54.7cu.ftimin | 58K7904 ee. © 9GT0912P4J001 25mm 12V Bal 77-Teuflmin 3876391 a 
@ 3610KL-05W-B20-D00 25mm 24V Ba 33.5cu.ftimin | 4133304 ea D, 25mm DAV Ba 77-Teuflmin 38Y6393 = 
@ 3610KL-05W-B40-D00 25mm 24V Ba 47.6cu.ftmin | 58K7905 = = es ae 38mm 12V Ba 116.6cu.ft/min 3876390 = 
@ 3610KL-05W-B60-D00 25mm 24V Ba 61.8cu.ft/min | 58K3102 = @ 9GT0924P1M001 38mm AV Ba 116.6cu.ft/min 38Y6392 = 
@ 3612KL-04W-B50-E00 32mm 12V Bal 69.9cu.ft/min | 70K9926 18.05 PIM. 5465561 
@ 3612KL-05W-B30-E00 32mm 24V Bal 47.3cu.ftmin | 70K9927 19.93 
@ 3615KL-05W-B30-P00 38mm 24V Bal 60.3cu.ft/min | 58K3106 eS 
@ 3615KL-05W-B50-P00 38mm 24V Bal 76.2cu.ftimin | 67K3068 = 


PIM_68228 
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AXIAL FANS 
HIGH STATIC PRESSURE DC FANS SANYO DENKI HIGH-PERFORMANCE DC FANS (CONT.) 
: Ae ea - UL94V-0) : Rolls External | Supply ibrics|Eech 
e Impeller: Plastics (Flammabilty UL94V-1) 4 - GeBiorpian Mfg. Part No. Depth Voltage _| Bearing Flow Rats pTockING} use 
© Storage Temp.: -30°C to +70°C (Non-condensing) 36 mm, 3 Lead Wires, Pulse Sensor, Ribbed 
San Ace 92 9HV type is a perfect cooling solution for @ 9GV3612G301 28mm 12V Bal 14.1cu.ft/min 96M1736 = 
servers, data storage systems, communications equipment, @ 9GV3612J301 28mm 12V Bal 19.4cu.ft/min 96M1737 a 
and power supplies. This product has the PWM control - 
function, designed for controlling the rotational speed of the 36 mm, 4 Lead Wires, PWM Control, Pulse Sensor 
fan from the device side. @ 9GV3612P3G03 28mm 12V Ba 14.1cu.ft/min 96M1738 — 
@ 9GV3612P3J03 28mm 12V Ba 19.4cu.ft/min 96M1739 — 
38 mm, 3 Lead Wires, Pulse Sensor, Ribbed 
External | Supply Price Each @ 9GV0312G6301 28mm 12V Ba 14-1cu.tmin | 96M1720 war 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-9+ @ 9GV0312J301 28mm 12V Ba 19.4cu.ft/min 96M1721 = 
60 mm, 4 Lead Wires 38 mm, 3 Lead Wires, Pulse Sensor, Ribless 
9HV0612P1J001 38mm 12V Ball 66.4cu. ft/min TTY4163 = © 9GV0312/3011 28mm 12V Bal cufimin 4078532 = 
92 mm, 4 Lead Wires 38 mm, 4 Lead Wires, PWM Control, Pulse Sensor 
@ 9HV0912P1G001 38mm 12V | Ball 180cu.ft/min 23X9977 — @ 9GV0312P303 28mm 12V Bal 19 4eu.fmin 96M1722 a 
@ 9HV0948P1G001 38mm 48V Ball 180cu.ft/min 23X9978 — 40 mm, 3 Lead Wires, Pulse Sensor, Ribbed 
PIM_212163 @ 9GV0412G301 28mm 12V Bal 21.tcu.timin | 96M1723 = 
@ 9GV0412J301 28mm 12V Bal 24cu.ft/min 96M1724 = 
HIGH-PERFORMANCE DC FANS S ANYO DEN Kl @ 9GV0412K301 28mm 12V Ba 26.84cu.ftimin | 04R7268 we 
40 mm, 4 Lead Wires, PWM Control 
7 = @ 9GE0412P3J03 28mm 12V Ba 24.4cu.ft/min 96M1719 = 
f é 40 mm, 4 Lead Wires, PWM Control, Pulse Sensor 
San Acegg @ 9GE0412P3G03 28mm 12V Bal 21.22cu.ft/min 04R7267 = 
S. { @ 9GV0412P3J03 28mm 12V Ba 24cu. ft/min 96M1726 = 
@ 9GV0412P3K03 28mm 12V Ba 26.9cu.ft/min 96M1727 = 
9Gv0612P1603 40 mm, 4 Lead Wires, PWM Control, Pulse Sensor, Ribbed 
@ 9GA0412P3J01 28mm 12V Bal 23.7cu.ft/min 15R7918 as 
60 mm, 3 Lead Wires, Pulse Sensor, Ribless 
@ 9GV0612G1011 38mm 12V Ba 84.18cu.ft/min 03P9336 = 
60 mm, 4 Lead Wires, PWM Control, Pulse Sensor 
@ 9GV0612P1M03 38mm 12V Ba 68cu.ft/min 4074180 = 
g f @ 9GV0612P1H03 38mm 12V Ba 76cu.ft/min 96M1729 = 
9GV0812P1G03 9GV1212P4G01 9GV5748H501 9SG5724P5H61 @ 9GV0612P1G03 38mm 12V Bal 84cu.ft/min 96M1728 = 
: fash pr . elie a betes q Osa 60 mm, 4 Lead Wires, PWM Control, Pulse Sensor, Ribless 
© Plastic frame and impeller (semi-round fans have mfg. part no. include pice width mee @ 96V0612P1M031 38mm WAS Bal 6acu.fiimin Wee = 
aluminum frame) modulator A @ @ 9GV0612P1H031 38mm 12V Bal 76cu.ft/min 4078538 aay 
@ Fans with -01 suffix in mfg. part no. include © Temp. range: -10°C to +60°C @ 9GV0612P1G031 38mm 12V Bal 84.18cu.ft/min 04R7269 oe 
eo anager nif paitno. nélude @ 9Gv0e24P1G031 | 38mm | 24V Bal Bdcuimin | 1978040 |. 
“GV” fans have guide vanes molded into the outlet face of the frame. These flow conditioning tabs straighten 80 mm, 4 Lead Wires, Pulse Sensor, Ribbed 
the flow and reduce turbulent losses exiting the fan, thereby converting it to additional static pressure. “SG” @ 9GV0812G101 38mm 12V Bal 137.71cu.ftimin | 03P9342 = 
fans ofer up to 260 CFM of airflow and have a 3-phase motor to improve efficiency and reduce switching noise. 80 mm, 4 Lead Wires, PWM Control, Pulse Sensor 
“GE” fans have a custom designed frame to reduce the magnitude and varations in vibration caused by the 2 ~ - > 
motor and rotating impeller. Mfg. part no. 9GV1224G401 with pulse sensor. Order Sanyo Denki finger guards © 9GV0812P4J03 25mm 12V Bal 60.73cu.ftimin_| _03P9351 ca 
separately; online or call. @ 9GV0812P4K03 25mm 12V Bal 74.86cu.ft/min 03P9353 — 
External | Supply Price Each @ 9GV0824P4K01 25mm 24V Bal 74.8cu.ft/min 06W4771 ae 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-9+ @ 9GV0848P4K03 25mm 48v Bal 74.8cu. ft/min 1978941 =e 
120 mm, 2 Lead Wires, Without Sensor, Ribbed @ 9GV0812P1M03 38mm 12V Bal 81cu.ft/min 4078542 ce 
@ 9GV1224G402 | 25mm 24V Bal 171cu.ft/min 86R0564 — @ 9GV0812P1F03 38mm 12V Ba 108cu.ft/min 4074181 Ey 
120 mm, 3 Lead Wires, Pulse Sensor, Ribbed @ 9GV0812P1H03 38mm 12V Ba 131cu.ft/min 96M1731 ae 
@ 9SG1212G101 38mm 12V Bal 260cu. ft/min 96M1756 eas @ 9GV0812P1G03 38mm 12V Ba 138cu.ft/min 96M1730 = 
@ 9SG1224H101 38mm 24V Ba 147cu.ft/min 4078547 = 80 mm, 4 Lead Wires, PWM Control, Pulse Sensor, Ribless 
120 mm, 4 Lead Wires, Pulse Sensor, Ribbed @ 9GV0812P1M031 38mm 12V Bal 81cu.ft/min 4078543 = 
@ 9GV12246401 25mm 24V Ba 17 1cu.ft/min 86R0563 = @ 9GV0812P1F031 38mm 12V Ba 108cu.ft/min 4074182 oS 
120 mm, 4 Lead Wires, PWM Control, Pulse Sensor 92 mm, 4 Lead Wires, PWM Control, Pulse Sensor 
@ 9GV1212P4G01 25mm 12V Ba 171cu.ft/min 03P9365 - @ 9GV0912P1H03 38mm 12V Bal 178cu.ft/min 96M1733 a 
@ 9GV1224P4G01 25mm 24V Ba 17 1cu.ft/min 25R0334 eee @ 9GV0912P1G03 38mm 12V Bal 189cu.ft/min 96M1732 a 
@ 9GV1212P1J01 38mm 12V Bal 224cu.ft/min 96M1597 = @ 9GV0948P1H03 38mm 48v Bal 178cu.ft/min 96M1734 Be 
@ 9SG1212P1G01 38mm 12V Bal 260cu.ft/min 96M1757 — 92 mm, 4 Lead Wires, PWM Control, Pulse Sensor, Ribbed 
@ 9GV1224P1H01 38mm 24V Ba 189cu.ft/min 06W4772 — @ 9GA0912P4J03 25mm 12V Bal 77.7cu.ftimin 06R6378 -—- 
@ 9GV1224P1J01 38mm 24V Ba 224.3cu.ft/min 06W4773 — @ 9GA0924P4G03 25mm 24V Bal 68.2cu.ft/min 15R7920 = 
@ 9SG1224P1G01 38mm 24 Ba 260cu.ftimin | 96M1758 = PIM_134248 
@ 9GV1248P1J01 38mm 48V Ba 224cu.ft/min 86R0567 — 
@ 9SG1248P1G01 38mm 48V Ba 260.41cu.ftimin | 96M7576 = 
120 mm, 4 Lead Wires, PWM Control, Pulse Sensor, Ribless PEN -PEWER DG AMACEANS SANYO D E N KI 
@ 9GV1212P4G011 25mm 12V Bal 17 1cu.ft/min 06R3004 cas) 
@ 9GV1248P4G011 25mm 48V Bal 168.11cu.ft/min 04R7271 aa 
@ 9GV1212P1J011 38mm 12V Ba 224cu.ft/min 91R2494 eas -_ 
150 mm, 3 Lead Wires, Pulse Sensor, Ribbed ey RR 
@ 9GV5724H501 51mm 24V Ba 400cu.ft/min 96M1740 eae 
150 mm, 4 Lead Wires, PWM Control, Pulse Sensor 
@ 98C5724P5H61 51mm 24V Ba HO0cu.fmin 2071381 = 9GA0412G7001 9GA0412P6HO01 9GA0412P3J01 9GA0512P7G001 
@ 9SG5748P5H01 5imm 48V Ba 410cu.ft/min 04R7275 = 
@ 9SG5748P5G01 51mm 48V Ba 546cu.ft/min 04R7274 cab 
> CONTINUED > > CONTINUED > 
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LOW-POWER DC AXIAL FANS (CONT.) LOW-POWER DC AXIAL FANS (CONT.) 
‘ External | Supply Price Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-9+ 
~ 80 mm, 4 Lead Wires, PWM Control, Pulse Sensor, Ribbed 
SS @ 9GA0824P4,001 25mm 24V Ba 73cutimin | 66W6395 = 
A @ 9GA0812P2M001 32mm 12V Ba 59.6cu.ftimin | 66W6388 = 
9GA0612P7H01 9GA0612H6001 9G0612P4S001 9GA0612P1H031 @ 9GA0812P2H001 32mm 12V Ba 77.Teu.timin | 1978935 _ 
© Large air flow and high static pressure © Reduced sound pressure levels RoHS @ 9GA0812P2S001 32mm 12V Bal 86.5cuftimin | 1978936 _ 
© Low power consumption Osan © 9GA0824P25001 32mm | _24V Ball | 856cuftimin | 1978939 = 
Order Sanyo Denki finger guards separately; go online or call. @ 9GA0812P1H61 38mm 12V Bal 79.4cu.ftimin | 73R4295 = 
Exjemnall | Sapehy Price Each @ 9GA0812P 1861 38mm 12V Ba 91.8cu.timin | 73R4296 = 
Mfg. Part No. Depth | Voltage | Bearing | FlowRate | Stock No. 1-9+ @ 9GA0824P1H61 38mm 24V Ba 79.4cu.ftimin | 1918937 = 
38 mm, 4 Lead Wires, PWM Control, Pulse Sensor, Ribbed @ 9GA0824P1S61 38mm 24V Ba 91.8cu.ftimin | 1978938 = 
@ 9GA0312P3G001 28mm 12V Ba 45.9cu.ft/min 66W6374 = 80 mm, 4 Lead Wires, PWM Control, Pulse Sensor, Ribless 
@ 9GA0312P3001 28mm 12V Ba 20-1cu.timin | 66W6375 = @ 9Ga0812P2m0011 | 32mm 12V Ba 59.6cu.ftimin | 66W6389 = 
@ 9GA0312P3K001 28mm 12V Ba 21.2cu.timin | 60W2163 = @ 9GA0812P2S0011 32mm 12V Ba 86.5cu.ftimin | 4074179 = 
40 mm, 3 Lead Wires, Pulse Sensor, Ribbed 92 mm, 4 Lead Wires, PWM Control, Pulse Sensor, Ribbed 
@ 9GA0412G7001 1mm 12V Ba ‘27oullmin | 6712417 = @ 9GA0912P4J03 25mm 12V Ba 77.7cu.timin | 06R6378 = 
@ 9GA0412H7001 152mm | 12V Ba Ttouftmin | 6772418 = @ 9GA0924P4G03 25mm 24V Ba 68.2cutimin | 15R7920 = 
40 mm, 4 Lead Wires, PWM Control, Pulse Sensor, Ribbed @ 9GA0912P1H03 38mm 12V Ba 141cu.ftmin | 73R4297 = 
@9GA0412P7G001__| 152mm | 12V Ba 12.Touftimin | 6712419 = @ 9GA0948P1H03 38mm 48V Ba Tatcu.ftimin | 06W4770 = 
@ 9GA0405P6F001 20mm a] Ba 7Atcu.fimin | 66W6376 = PIM. 152526 
@ 9GA0405P6H001 20mm 5V Ba 11.65cu.fmin | 45W6016 = 
@ 9GA0412P6HO001 20mm 12V Bal T.7custimin | 2976046 = _ 
@ 9GA0412P6G001 20mm 12V Bal 14.8ouftmin | 2976044 = nee eA one SANYO DENK! 
@ 9GA0424P6F001 20mm 24V Ba 74cuftimin | 66W6385 = P= 
@ 9GA0424P6HO01 20mm 24V Ba ‘.7custimin | 66W6386 = 
@ 9GA0412P3J01 28mm 12V Ba 23.7cu.tmin | 15R7918 = 
@ 9GA0412P3K01 28mm 12V Ba 28.6cu.timin | o6w4766 = 4 
@ 9GA0424P3M001 28mm 24V Ba 16.2cuftimin | 66W6383 =: 
@ 9GA0424P3H001 28mm 24V Bal 19.1cuftimin | 66W6379 = . 
© 9GA0424P3G001 28mm | _24V Ba 21.5cutimin | 66W6377 = ee aa 
@ 9GA0424P3J001 28mm 24V Ba 23.7cu.timin | 66W6381 = Soper 
40 mm, 4 Lead Wires, PWM Control, Pulse Sensor, Ribless ‘i 
@ 9GA0424P3M0011_| 28mm 24V Bal 16.2cuftimin | 66W6384 = NY @ 
@ 9GA0424P3H0011 | 28mm 24V Ba 19.1ou.ftimin | 66W6380 = 
@ 9GA0424P3G0011_| 28mm 24V Ba 21.5cu.timin | 66W6378 = 
@ 9GA0424P3J0011 28mm 24V Ba 23.7cu.ft/min 66W6382 - 109P0612K701 109R06128401 109P0912M401 
52 mm, 4 Lead Wires, PWM Control, Pulse Sensor, Ribbed © Ball bearing © Fans with -011 suffix in mfg. part no. include 
@ 9GA0512P7G001 15mm 12V Bal 17.Tcu.ftimin 6519813 a © Lead wire connection ; tachometer and are ribless (-021 suffix indicates 
© 9GA0524P76001 15mm 24Vv Bal 17.7cu.ftimin 6579814 aa : ers jade Sel id ci e Pee in mfg. part no. include 
60 mm, 3 Lead Wires, Pulse Sensor, Ribbed © Fans with -01 suffix in mfg. part no. include pulse width modulator 
@ 9GA0612M6001 20mm 12V Bal 12cu ft/min 86R0533 aa tachometer (-02 suffix indicates without) © Temp. range: -10°C to +60°C 
@ 9GA0612H6001 20mm 12V Bal 18.4cu.ftmin 86R0532 = Order Sanyo Denki finger guards separately; go online or call. 
@ 9GA0624M6001 20mm 24V Ba 12cu.ftimin | 86R0538 = External | Supply Price Each 
@ 9GA0624H6001 20mm 24V Bal 18.4cu.ft/min S6R0537 | aa) Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-9+ 
60 mm, 4 Lead Wires, PWM Control, Pulse Sensor, Ribbed 119 mm, 3 Lead Wires, Pulse Sensor, Ribless 
@ 9GA0612P7H01 15mm 12V Ba 19.7cuftmin | 73R4294 = © 96121241011 38mm 12V Ball | 99custimin | 96M7360 = 
© 9GA0612P7G01 tomm_ | 12V Ba 2dcu.tiimin | 86R0536 = 120 mm, 2 Lead Wires, Without a Sensor 
@ 9GA0612P6S001 20mm 12V Bal 24.7cu.fimin | 86R0535 a= © 9G1212M402 25mm 12V Bal S8cuftimin | _96M7372 _ 
@ 9GA0612P6G001 20mm 12V Ba 31teufimin | 86R0534 = © 9612241402 26mm av Ba 88.3cu.ftmin | _96M7429 = 
@ 9GA0624P6S001 20mm 24V Bal 24.7cu.imin | 86R0540 = © 9G1224M102 38mm 24aV Bal T4cuftimin |_96M7433 = 
© 9GA0624P6G001 20mm | 24V Ba 31.tou.fimin | 86R0539 = © 9612246102 38mm av Ba 137cu.ftimin | 96M7409 = 
@ 9G0612P4H001 25mm 12V Ba 42.7cufimin | O6W4774 = 120 mm, 2 Lead Wires, Without a Sensor, Ribless 
© 960612P4S001 25mm 12V Ba 49.4cuftimin | 5878553 = © 961212A4021 Zemin eal Ba 100cu.fimin | 96M7308 - 
@ 960624P4S001 25mm 24V Bal 49.4custimin | 6519815 = © 961224A4021 25mm 24aV Bal ‘100cu.ftimin | 96M7381 _ 
© 9G0648P4S001 25mm | 48V Ba 49.4cuftimin | 6579816 = © 96122461021 38mm av Ba 137cu.fimin | 96M7410 = 
@ 9GA0612P1H03 3amm_ | 12V Ba 40cuftmin | 1978931 = 120 mm, 3 Lead Wires, Pulse Sensor, Ribbed 
@ 9GA0612P1K601 38mm 12V Ba 53cumin | 73R4293 = © 9G1212F401 25mm 12V. Ba T0cutmin | _96M7329 = 
© 9GANGTIPIKO: aa iy Ba S3cu fim ~ MASTeod = @ 961212H401 25mm 12V Ba 88cuttimin | 96M7355 = 
60 mm, 4 Lead Wires, PWM Control, Pulse Sensor, Ribless © 9612126401 26mm 12V Ba 130cu.ftimin 96M1754 a 
@ 9G0612P4H0011 25mm 12V Bal 42.7eustimin ] 06W4775 = @ 961224M401 26mm 2av Bal S8cu.ftimin | _96M7437 = 
@ocANEDPIHORI Agim re Ba AQcufimin  ESRADGH = @ 961224H401 25mm 2aV Ba 88.28cu.ftmin | 96M7427 aa 
© 9GANSTDP KOR aan ri Ba S3cuimin  IAGTEEaA = © 9612244401 25mm 24V Ba 99.93cu.ftimin | 96M7378 ES 
@ 9GA0612P 1031 38mm 12V Ba 62cufmin | 73R4292 = © 9G1212M101 som 12V Ba T4cu.fmin | _96M7364 = 
80 mm, 4 Lead Wires, PWM Control, Pulse Sensor, Ribbed © 9G1212H101 38mm 12v Bal 99cu.fi/min 96M1755 = 
© 9GA0812P6M001 20mm 12V Ball | 29.68cu.timin | O6W4767 = © 961212101 38mm TV Ba ‘8cu-fimin | 96M7313 = 
@ 9GA0812P6G001 20mm 12V Bal 60.78cu.timin | 9476100 = © 9612126101 38mm 12V Bal 137cufmin | _96M1753 = 
@ 9GA0824P6M001 20mm | 24V Ball | 29.68cu.timin | 06W4769 = © 961224M101 38mm av Ba T4cufimin | _96M7431 = 
@ 9GA0824P6G001 20mm 24V Bal 60.78cu.timin | O6W4768 = © 961224E101 38mm 24a Bal ‘18cufumin | 96M7384 = 
@ 9GA0812P4H001 25mm 12V Ba 51.5cu,fimin | 66W6391 = © 9612246101 38mm av Ba 137cu.ftimin | _96M7407 - 
@ 9GA0812P4G001 25mm 12V Ba 67.4ou.imin | 66W6390 = © 961248E101 38mm 4ev Ba 117.9cu.fmin_| 96M7454 = 
@ 9GA0812P4J001 25mm 12V Ba 73cu.timin | 66W6392 = © 9612486101 38mm 4eV Ba 137ou.fmin |_96M7473 = 
@ 9GA0824P4H001 25mm | 24V Ba 51.5cuimin | 66W6394 = 120 mm, 3 Lead Wires, Pulse Sensor, Ribless 
@ 9GA0824P4G001 25mm | 24V Ba 67.4cu.fimin | 66W6393 = © 96122414011 26mm 2a Ba 88.3cu.ftmin | _96M7428 
@ 9612241011 38mm 24V Ba T8cuftimin | 96M7385 
> CONTINUED > > CONTINUED > 
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AXIAL FANS 


External | Supply | | Price Each - External | Supply Price Each 

Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-9+ Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-9+ 
120 mm, 4 Lead Wires, PWM Control 60 mm, 4 Lead Wires, PWM Control 
@ 9G1212P4G03 25mm 12V Bal 129.94cu.ft/min 03P9398 — @ 109R0612P4J03 25mm 12V Bal 37.1cu.ft/min 04R7261 = 
127 mm, 2 Lead Wires, Without a Sensor @ 9G0612P1G03 38mm 12V Ba 65cu.ft/min 961743 = 
@ 109E1324A102 38mm 24V Ba 170cu.ft/min 96M5004 = 80 mn, 2 Lead Wires, Without a Sensor 
127 mm, 3 Lead Wires, Pulse Sensor, Ribbed @ 109P0812M702 15mm 12V Bal 20.1cu.ft/min 96M5639 25 
@ 109E1324S101 38mm 24V Bal 154cu.ft/min 96M5009 = @ 109R0812H402 25mm 12V Ba 36.4cu.ft/min 96M6073 = 
40 mm, 2 Lead Wires, Without a Sensor @ 109R0824M402 25mm 24V Bal 29.3cu.ft/min 96M6138 eet 
@ 109P0412H902 10mm 12V Ba 5.3cu.ft/min 96M5441 — @ 109R0824H402 25mm 24V Bal 36.4cu.ft/min 96M6126 = 
@ 109P0424H702 15mm 24V Bal 6.4cu.ft/min 96M1687 — @ 109R0848S402 25mm 48V Bal 42.4cu.ft/min 96M6156 = 
@ 109P0412D602 20mm 12V Bal 10.9cu.ft/min 96M5406 = 80 mm, 2 Lead Wires, Without a Sensor, Ribless 
@ 109P0424H602 20mm 24V Bal 8.2cu.ft/min 96M1686 — @ 109R0812M4021 25mm 12V Bal 29.3cu.ft/min 96M6091 = 
@ 109P0412H302 28mm 12V Ba 11.3cu.ft/min 96M1678 —_ @ 109R0812F4021 25mm 12V Ba 32.5cu.ft/min 96M6061 
@ 109P0412G3023 28mm 12V Ba 14.8cu.ftmin 96M1675 = @ 109R0812H4021 25mm 12V Ba 36.4cu.ft/min 96M6074 
@ 109P0412K3023 28mm 12V Bal 21cu.ft/min 96M1684 = @ 109R0812G4021 25mm 12V Ba 53cu.ft/min 96M6066 = 
@ 109P0424H302 28mm 24V Ba 11.3cu.ft/min 96M1685 — @ 109R0824H4021 25mm 24V Ba 36.4cu. ft/min 96M6127 = 
40 mm, 3 Lead Wires, Pulse Sensor, Ribbed @ 109R0824G4021 25mm 24V Ba 53.cu.ft/min 96M6121 = 
@ 109P0405H901 10mm 5V Bal 5.3cu.ft/min 96M1672 aaa @ 109R0848S4021 25mm 48V Ba 42.4cu. ft/min 06W4333 == 
@ 109P0412H901 10mm 12V Bal 5.3cu. ft/min 96M1680 = @ 109P0812H2021 32mm 12V Bal 43.1cu.f/min 96M5617 5 
@ 109P0412H701 15mm 12V Bal 6.4cu.ft/min 96M1679 = @ 109P0824H2021 32mm 24V Bal 43.1cu.ft/min 96M5660 = 
@ 109P0405H601 20mm 5V Bal 7.9cu.ft/min 96M1671 —- 80 mm, 3 Lead Wires, Pulse Sensor, Ribbed 
@ 109P0412D601 20mm 12V Ba 10.9cu.ft/min 96M5405 = @ 109P0824H701 15mm 24V Ba 32.13cu.ft/min 96M5665 —_ 
@ 109P0412G601 20mm 12V Bal 12.4cu.ftmin 96M1676 = @ 9A0812H401 25mm 12V Bal 36.37cu.ft/min 96M6913 = 
@ 109P0424H601 20mm 24V Bal 8.23cu.ft/min 96M5502 - @ 109R0812H401 25mm 12V Bal 36.4cu.ft/min 96M6071 = 
@ 109P0424D601 20mm 24V Bal 10.9cu.ft/min 96M5477 = @ 109R0812G401 25mm 12V Bal §3cu.ft/min 96M1696 = 
@ 109P0405H3013 28mm 5V Ba 11.3cu.ft/min 96M1670 eas @ 9A0812G401 25mm 12V Ba 53cu.ft/min 96M1699 = 
@ 109P0412F301 28mm 12V Bal 8.6cu. ft/min 96M1673 — @ 9A0824H401 25mm 24V Bal 36.37cu.ft/min 96M6947 = 
@ 109P0412H3013 28mm 12V Bal 11.3cu.ft/min 96M1677 — @ 109R0824H401 25mm 24V Ba 36.4cu. ft/min 96M6124 = 
@ 109P0412G3013 28mm 12V Bal 14.8cu.ft/min 96M1674 = @ 9A0824S401 25mm 24V Ba 42.37cu.ftmin 96M6965 —_ 
@ 109P0412G301 28mm 12V Bal 14.83cu.ftmin 96M5424 = @ 109P0812A201 32mm 12V Ba 53.7cu. ft/min 96M1691 = 
@ 109P0412J301 28mm 12V Ba 16.3cu.ft/min 96M1681 — @ 109P0824H201 32mm 24V Bal 43.1cu.ft/min 96M5657 = 
@ 109P0412K3013 28mm 12V Ba 20.8cu.ft/min 96M1683 — @ 109P0824A201 32mm 24V Ba 53.7cu. ft/min 96M5651 = 
@ 109P0424H3013 28mm 24V Ba 11.3cu.ft/min 96M5499 _ @ 9G0812H101 38mm 12V Ba 80.5cu.ft/min 96M1745 — 
@ 109P0424J3013 28mm 24V Ba 16.2cu.ft/min 96M1688 = @ 9G0812G101 38mm 12V Bal 90cu.ft/min 96M1744 = 
40 mm, 4 Lead Wires, PWM Control @ 9608246101 38mm 24V Ba 90cu.ft/min 96M1749 22 
@ 9GE0412P3J03 28mm 12V Bal 24.4cu.ft/min | 96M1719 eas 80 mm, 3 Lead Wires, Pulse Sensor, Ribless 
52 mm, 2 Lead Wires, Without a Sensor @ 109R0812H4011 25mm 12V Bal 36.4cu.ft/min 96M6072 aes 
@ 109P0512A702 15mm 12V Ba 13.25cu.ftimin | 96M5513 — @ 94081284011 25mm 12V Bal 42.37cu.ftmin | 96M6932 = 
52 mm, 3 Lead Wires, Pulse Sensor, Ribbed @ 109R0812S4011 25mm 12V Ba 42.4cu.ft/min 96M6099 = 
@ 109P0512A701 15mm 12V Ba 13.25cu. ft/min 96M5512 — @ 109R0824H4011 25mm 24V Ba 36.4cu.ft/min 96M6125 — 
60 mm, 2 Lead Wires, Without a Sensor @ 109R0824S4011 25mm 24V Ba 42.4cu. ft/min 96M6143 = 
@ 109P0605H702 15mm 5V Bal 14.1cu.ft/min 96M5536 = @ 109P0812H2011 32mm 12V Bal 43.1cuftmin | 96M5615 = 
@ 109P0612S702 15mm 12V Ba 17cu.ft/min 96M5563 eas, 92 mm, 2 Lead Wires, Without a Sensor 
@ 109P0624H702 15mm 24V Bal 14.1cu.fmin 96M5585 — @ 109P0912F402 25mm 12V Ba 43.8cu.ft/min 96M5697 as 
@ 109P0612H602 20mm 12V Ba 14.83cu.ft/min 96M5548 — @ 9A0912S402 25mm 12V Bal 58.6cu.ft/min 96M7002 a, 
@ 109P0624H602 20mm 24V Ba 14.8cu.ft/min 96M1690 — @ 9A0924S402 25mm 24V Bal 58.6cu.ft/min 96M7035 = 
@ 109R0605M402 25mm 5V Ba 12.7cu.ftmin 96M5930 — 92 mm, 2 Lead Wires, Without a Sensor, Ribless 
@ 109R0605H402 25mm 5V Bal 18.7cu.ft/min 96M5927 = @ 9A0912M4021 25mm 12V Bal 36.7cu.ft/min 96M6997 = 
@ 109R0612M402 25mm 12V Ba 12.7cu.ftmin 96M5969 —_ @ 109P0912H4021 25mm 12V Ba 51.2cu.ft/min 96M5707 — 
@ 109R0612H402 25mm 12V Ba 18.7cu.ft/min 96M5955 ens @ 9A0912G4021 25mm 12V Bal 62.1cu.ft/min 96M6979 = 
@ 9A0612S402 25mm 12V Bal 23cu.ft/min 96M6867 = @ 109P0924H4021 25mm 24V Ba 51.2cu.ft/min 96M5761 =e 
@ 109R0612G402 25mm 12V Bal 27.6cu. ft/min 96M1694 = 92 mm, 3 Lead Wires, Pulse Sensor, Ribbed 
60 mm, 2 Lead Wires, Without a Sensor, Ribless @ 109P0912M401 25mm 12V Ba 36.7cu.ft/min 96M5721 ens 
@ 109R0605H4021 25mm 5V Bal 18.7cu.ft/min 06W4332 - @ 109P0912H401 25mm 12V Bal 51.2cu.ft/min 96M5704 = 
@ 109R0612F4021 25mm 12V Ba 15.5cu.ft/min 96M5941 _ @ 9A0912G401 25mm 12V Bal 62.15cu.ft/min 96M6976 _ 
@ 109R0612H4021 25mm 12V Ba 18.7cu.ft/min 96M5956 = @ 109P0924S401 25mm 24V Ba 58.61cu.ft/min 96M5779 — 
@ 109R0624F4021 25mm 24V Ba 15.5cu.ft/min 96M5994 = @ 9G0912A201 32mm 12V Ba 88.3cu. ft/min 96M1751 = 
@ 109R0624H4021 25mm 24V Bal 18.7cu.ft/min 96M6006 = @ 9G0912G101 38mm 12V Bal 110cu.ft/min 96M1752 aes 
60 mm, 3 Lead Wires, Pulse Sensor, Ribbed 92 mm, 3 Lead Wires, Pulse Sensor, Ribless 
@ 109P0612S701 15mm 12V Ba 16.95cu. ft/min 96M5562 _ @ 9A0912G4011 25mm 12V Bal 62.15cu.ft/min 96M6977 on 
@ 109P0612K701 15mm 12V Ba 21.9cu.ft/min 96M1689 — PIM_114915 
@ 9A0612S401 25mm 12V Bal 22.9cu.ft/min 96M1698 5 
@ 109R0612S401 25mm 12V Bal 23cu.ftmin 96M5975 = 
@ 9A0612G401 25mm 12V Ba 27.5cu.ft/min 96M1697 eee SAE ARO DE Tene — Retne SANYO D E N KI 
@ 109R0612G401 25mm 12V Ba 27.5cu.ft/min 96M5945 — = Gee sinpiat 
@ 109R0612J401 25mm 12V Ba 37.1cu.ft/min 96M1695 — S Available 
@ 109R0624S401 25mm 24V Ba 23cu ft/min 96M6019 = A G 
@ 9G0612G101 38mm 12V Bal 65cu.ft/min 96M1742 coe edn 
@ 960624H101 38mm 24V Ba 54.4cu.ftmin | 06W4776 ae 
@ 9606246101 38mm 24V Ba 64.97 cu.ft/min 96M7151 = 
60 mm, 3 Lead Wires, Pulse Sensor, Ribless 
@ 109R0612G4011 25mm 12V Ba 27.54cu.ft/min 04R7260 a 
@ 109R0612J4011 25mm 12V Ba 37.1cu.ft/min 96M5959 = ” ast 

Side Cut Full Round 
> CONTINUED > > CONTINUED > 
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FANS, BLOWERS & IMPELLERS 


AXIAL FANS 


STANDARD DC FANS — ROUND 


@ Ball bearing 
© Lead wire connection 


CONT. 
( Fans with -01 suffix in mfg. part no. include 
tachometer (-02 suffix indicates without) 


@ Indicates RoHS Compliant | Find Datasheets Online 


SILENT SERIES DC FANS (CONT.) 


@ Extremely low noise © Fans with -011 suffix in mfg. part 


RoHS 
Compliant 
Available 


e Plastic frame and impeller (side-cut fans have © Temp. range: -10°C to +60°C i ae be tachometer and are ts 
aluminum frame) @ Plastic frame and impeller © Voltage: 12 or 24 VDC AY @ 
Order Sanyo Denki finger guards separately online or call. © Fans with -04 suffix in mfg. part no. include © Temp. range: -10°C to +70°C 
External | Supply Price Each tachometer : : 
Mfg, Part No. Depth Voltage | Bearing Flow Rate Stock No. 4-9+ Order Sanyo Denki finger guards separately. Go online or call. 
172 mm, 2 Lead Wires, Side Cut, Without a Sensor External | Supply Price Each 
@ 109E5724C502 51mm 24V Bal 350cu.ft/min 96M5138 = Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-9+ 
172 mm, 3 Lead Wires, Round, Pulse Sensor 119 mm, 4 Lead Wires 
@ 109E1712H501 51mm 12V Bal 226cu.ft/min 96M5024 = @ 9S1212P4M01 25mm 12V Ba 58.6cu. ft/min 04X3346 = 
@ 109E1712K501 54mm 12V Bal 300.14cu.ftimin | 96M5027 = 119 mm, 4 Lead Wires, Ribless 
@ 109E1724H501 51mm 24V Ba 226cu. ft/min 96M5042 = @ 9S1212P4M011 25mm 12V Ba 58.6cu. ft/min 04X3347 = 
@ 109E1724C501 51mm 24v Bal 350cu-ftimin | 96M5037 = 120 mm, 3 Lead Wires 
@ 109E1748H501 51mm 48V Ba 226cuftimin | 96M5060 = @ 9812121401 25mm 12V Bal 48.1cu.ftimin__|_96M1769 = 
172 mm, 3 Lead Wires, Side Cut, Pulse Sensor @ 9S1212M401 25mm 12V Ba 58.6cu. ft/min 96M1770 = 
@ 109E5712K501 51mm 12V Ba 300.1cu.fmin | 96M1669 = @ 981212F401 25mm 12V Bal 70.6cu.ftimin | _96M1768 = 
@ 109E5724H501 51mm 24V Ba 226cu. ft/min 96M5142 a2 @ 9S81212H401 25mm 12V Ba 86.51cu.ft/min 04R7277 -— 
@ 109E5724K501 51mm 24V Ba 300cu.ftimin | 96M5146 = 60 mm, 2 Lead Wires, Ribless 
@ 109E5724C501 51mm 24V Ba 350cu. ft/min 96M5137 an @ 980612H4021 25mm 12V Ba 20.48cu.ft/min 06W4777 = 
@ 109E5748C501 51mm 48V Ba 350cu-ftimin | 96M5153 = 60 mm, 3 Lead Wires 
pi (760 @ 980612M401 25mm 12V Bal 14.1cu.ftimin | 96M1761 a 
@ 9S0612H401 25mm 12V Ba 20.5cu. ft/min 96M1760 —_ 
80 mm, 2 Lead Wires, Ribless 
LONG LIFE DC FANS S ANYO D E N Kl @ 98081214021 25mm 12V Ba 23.3cu.ftimin | 06W4781 = 
—— p - @ 9S80812F4021 25mm 12V Ba 32.84cu.ft/min 06W4778 — 
<q ie 80 mm, 3 Lead Wires 
\ - @ 9S0812L401 25mm 12V Ba 23.3cu.ft/min 96M1763 = 
= ‘ Se @ 9S0812M401 25mm 12V Ba 29.3cu.ft/min 96M1764 = 
es a. © 980812F401 25mm | 12 Ba 32.80u.imin | 96M1762 = 
iy 30% 7 @ 9S0812H401 25mm 12V Ba 39.5cu.ft/min 06W4779 = 
60 x 60 x 25 mm 80 x 80 x 25 mm 120 x 120 x 38 mm @ 9S0824L401 25mm 24V Ba 23.3cu.ft/min 40T8549 — 
a Gee tinpian @ 950824M401 80mm 24v Ba 29.3cu.ftimin | 4078554 = 
>) Available 80 mm, 3 Lead Wires, Ribless 
AY GE _e 280812H4011 25mm 12V Bal 39.5cufmin | 06W4780 es 
92 mm, 3 Lead Wires 
@ 9S0912L401 25mm 12V Ba 29.3cu.ft/min 96M1766 = 
. 7 @ 9S0912M401 25mm 12V Ba 37.8cu.ft/min 96M1767 = 
140 x 140 x 51 mm 172 x 150 x 51 mm : 
@ Up to 200,000 hour life expectancy depending @ Aluminum frame and plastic impeller Seiiera 25mm ue 7 ath ut SGMLZES = 
on fan © Fans with -01 suffix in mfg. part no. include @ 9S0924L401 25mm 24V Ba 29.3cu.fmin | 86R0595 ee 
© Ball bearing tachometer @ 980924401 25mm 24V Ba 37.8cu.ftimin | 86R0598 = 
© Lead wire connection @ Temp. range: -10°C to +60°C 92 mm, 3 Lead Wires, Ribless 
Order Sanyo Denki finger guards separately online or call. © 980924F4011 25mm AV Ba 44.5cu filmin 36R0593 =a 
External | Supply Price Each PIM_114917 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-9+ 
120 mm, 3 Lead Wires 
© 91B1212H101 38mm | _12V Bal 1024cu.timin | 96M1598 = COUNTER-ROTATING DC FANS 
140 mm, 3 Lead Wires 
@ 9LB1412S501 51mm 12V Ba 286.01cu.ft/min 96M7536 = 
@ 9LB1424H501 51mm 24V Bal 208.33cu.ft/min 96M7539 _ 
@ 9LB1424S501 51mm 24V Bal 286.01cu.ft/min 96M7546 _ 
172 mm, 3 Lead Wires 
@ 109L5712H501 51mm 12V Bal 225.98cu. ft/min 96M5335 = 
40 mm, 3 Lead Wires SCRAN312P4)03 9CRA0412P4K03 9CR04128501 9CRE0412P5J03 
@ 9L0412H301 28mm 12V Bal 13.06cu.ft/min 96M7561 ae Geptinaian 
@ 910412301 28mm 12V Bal 18.4cu.ft/min 96M1599 = Available 
60 mm, 3 Lead Wires AY G 
@ 109L0612G401 25mm 12V Ba 27.54cu.ftmin 03P6093 = 
@ 109L0648G6401 25mm 48V Bal 27.54cu.ft/min 96M5195 -- 
80 mm, 2 Lead Wires 9CR0612P0803 scnueiscags sRinisPOGis 
@ 109L0824H402 25mm 24V Ba 37.43cu. ft/min 96M5223 a5 F . , ; 
: © Provide large air volume and high static pressure tachometer 
80 mm, 3 Lead Wires © Ball bearing © Fans with “P” after voltage in mfg. part no. include 
@ 109L0812H401 25mm 12V Bal 37.43cu.ft/min 96M5205 — @ Lead wire connection pulse width modulator 
@ 10908128401 25mm 42V Ba 42.37cu.ft/min 965215 man e Plastic frame and impeller (CRE type has © Voltage: 12 VDC 
= aluminum frame) @ Temp. range: -10°C to +60°C 
@ 109L0824H401 25mm 24V Bal 37.43cu.ft/min 96M5222 — © Fans with -04 suffix in mfg. part no. include 
@ 109L0848H401 25mm 48V Bal 38.84cu.ftimin | 96M5236 = Order Sanyo Denki finger guards separately; go online or call. 
iit External | Supply Price Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-9+ 
SILENT SERIES DC FANS 120 mm, 8 Lead Wires 
SA N YO D E N K I @ 9CR1212G002 76mm 12V Ball 300cu. ft/min 96M1717 eee, 
120 mm, 8 Lead Wires, PWM Control 
@ 9CR1212P0G03 76mm 12V Ball 300cu.ft/min | 96M1718 _— 
38 mm, 8 Lead Wires, PWM Control 
@ 9CRA0312P4J03 48mm 12V Ball 24.72cu.ft/min 04R7265 = 
@ 9CRA0312P4K03 48mm 12V Ball 27.19cu.ft/min 04R7266 eee: 
9s0612M401 9808121401 9S0912F401 981212F401 
> CONTINUED > > CONTINUED > 
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FANS, BLOWERS & IMPELLERS 


AXIAL FANS 


COUNTER-ROTATING DC FANS (CONT.) DC FANS (CONT.) 


External | Supply | Price Each _ External | Supply Price Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-9+ Mfg. Part No. Depth | Voltage | Bearing Flow Rate Stock No. 1-9+ 
40 mm, 6 Lead Wires 120 mm, 2 Lead Wires 
@ 9CR0412S501 56mm 12V Ba 24.7cu.ft/min 96M1711 = @ AD1212MB-F51 38mm 12V Ba 96.3cu.ft/min 58P0860 21.20 
@ 9CRA0412J501 56mm 12V Ba 31.8cu.ft/min 96M1700 _ @ AD1212HB-F51 38mm 12V Bal 105.461cu.ft/min | 58P0852 21.20 
40 mm, 8 Lead Wires, PWM Control @ AD1212UB-F51 38mm 12V Bal 120.109cu.ft/min | 58P0864 21.20 
@ 9CRA0412P4J03 48mm 12V Ba 31.8cu.ft/min 96M1702 — @ AD1224DB-F51 38mm 24V Bal 57.292cu.ftimin | 58P0867 15.78 
@ 9CRA0412P4K03 48mm 12V Ba 32.5cu.ft/min 96M1703 - @ AD1224LB-F51 38mm 24V Bal 71.635cu.ftimin | 58P0875 15.78 
@ 9CRB0412P5J201 56mm 12V Ba 25.1cu.ft/min 6579811 — @ AD1224MB-F51 38mm 24V Bal 96.3cu.ft/min 58P0879 15.78 
@ 9CRB0412P5K001 56mm 12V Ba 26.83cu.ft/min 6579812 — @ AD1224HB-F51 38mm 24V Bal 105.461cu.ft/min | 58P0871 21.20 
@ 9CRE0412P5J03 56mm 12V Ba 31.8cu.ft/min 96M1708 = @ AD1248LB-F51 38mm 48V Bal 71.635cu.ftimin | 58P0891 = 
60 mm, 8 Lead Wires, PWM Control @ AD1248MB-F51 38mm 48V Ba 96.3cu.ft/min 58P0893 17.30 
@ 9CR0612P5G03 51mm 12V Ba 72.39cu.ft/min 03P9330 _ @ AD1248UB-F51 38mm 48V Bal 120.1.cu.ft/min 58P0896 17.30 
@ 9CRA0612P0S001 76mm 12V Ba 60cu.ft/min 06W4765 _ 120 mm, 3 Lead Wires 
@ 9CRA0612P0G001 76mm 12V Ba 70.6cu.ft/min 06W4764 — @ AD1224UB-F51 38mm 24V Ba 120.109cu.ft/min | 58P0883 21.20 
@ 9CR0612P0S03 76mm 12V Ba 79.8cu.ft/min 96M1713 ass 127 mm, 2 Lead Wires 
80 mm, 8 Lead Wires @ AD1312LB-F51 38mm 12V Ba 107.49cu.ft/min | 58P0900 31.63 
@ 9CR0812S801 80mm 12V Ba 160cu.ft/min 96M1716 _ @ AD1312MB-F51 38mm 12V Ba 133.658cu.ft/min | 58P0901 = 
80 mm, 8 Lead Wires, PWM Control @ AD1312HB-F51 38mm 12V Bal 161.172cu.ftmin | 58P0899 16.45 
@ 9CR0812P8H03 80mm 12V Ba 140cu.ft/min 96M1714 — @ AD1312XB-F51 38mm 12V Bal 226.628cu.ft/min | 58P0903 31.33 
@ 9CRA0812P8G001 80mm 12V Ba 158.9cu. ft/min 4872843 _— @ AD1324LB-F51 38mm 24V Bal 107.49cu.ftmin | 58P0905 = 
@ 9CR0812P8S03 80mm 12V Ba 160cu.ft/min 96M1715 — @ AD1324HB-F51 38mm 24V Bal 161.172cu.ft/min | 58P0904 31.63 
@ 9CRA0848P8G001 80mm 48V Ba 158.9cu. ft/min 6579810 = @ AD1324UB-F51 38mm 24V Bal 193cu.ft/min 58P0907 31.63 
92 mm, 8 Lead Wires, PWM Control @ AD1324XB-F51 38mm 24V Ba 226.628cu.ft/min | 58P0909 =e 
9CRA0912P0G001 76mm 12V Ba 205cu.ft/min 91Y7353 — @ AD1324VB-F51 38mm 24V Bal 242.146cu.ft/min | 58P0908 = 
9CRA0948P0G601 76mm 48V Ba 205cu.ft/min 91Y7354 — @ AD1348LB-F51 38mm 48V Bal 107.49cu.ft/min | 58P0911 = 
PIM_114914 @ AD1348MB-F51 38mm 48v Bal 133.658cu.ft/min | 58P0912 = 
@ AD1348HB-F51 38mm 48V Bal 161.172cu.ftimin | 58P0910 32.52 
DC FANS @ AD1348UB-F51 38mm 48V Bal 193.373cu.ftmin | 58P0913 43.62 
@ AD1348XB-F51 38mm 48V Bal 226.628cu.ft/min | 58P0915 as 
@ AD1348VB-F51 38mm 48V Bal 242.146cu.ft/min | 58P0914 29.15 
172 mm, 2 Lead Wires 
@ AD17224LB-5151MO 51mm 24V Ba 295cu. ft/min 4173663 77.52 
@ AD17224MB-5151MO 51mm 24V Ba 327cu. ft/min 4173664 = 
@ AD17224HB-5151MO 51mm 24V Ba 362cu.ft/min 4173662 = 
25 mm, 2 Lead Wires 
@ AD0205LB-G50GL 10mm 5V Ba 1.8cu.ft/min 92P7586 10.95 
@ AD0212LB-G50GL 10mm 12V Ba 1.8cu.ft/min 92P7587 = 
@ AD02125LB-G50GL 10mm 12V Ba 1.8cu.ft/min 4570210 = 
@ AD0212MB-G50GL 10mm 12V Bal 2.3cu.ft/min 4570209 10.95 
40 mn, 2 Lead Wires 
@ AD0405LB-G70 10mm 5V Ba 4.2cu.ft/min 58P0753 4.56 
@ AD0405MB-G70 10mm 5V Ba 5cu.ft/min 58P0755 9.27 
@ AD0405HB-G70 10mm 5V Ba 6.2cu.ft/min 92P7588 12.44 
52x 52x 15mm 60 x 60 x 15mm 60 x 60 x 25 mm 80 x 80 x 15mm @ AD0412LB-G70 10mm 12V Ba 4.2cu.ft/min 58P0762 as 
© Ball bearings © Temp. rating: -10°C to +70°C Gepeinpan @ AD0412MB-G70 10mm 12V Bal 5cu.ft/min 92P7590 = 
© ead Wie conieaen Available @ AD0412HB-G70 10mm | 12V Ba 6.2cuftimin | 92P7589 | 12.44 
“70” versions are impedence protected while the “71” versions are IC protected. Order fan accessories @ AD0424MB-G70 40mm 24V Bal 5cu.ft/min 58P0774 12.44 
separately; go online or call. @ AD0424HB-G70 fomm | 24V Ba 6.2cuftmin | 58P0770 | 12.44 
External | Supply Price Each @ AD0405DB-C50 20mm | 5V Ba 4.489cu.timin | 58P0749 = 
Mfg. Part No. : Depth Voltage | Bearing Flow Rate Stock No. 1-9+ @ AD0405LB-C50 20mm BV Ba 6.999cu filmin 5BP0752 = 
120 mm, 2 Lead Wires @ ADO405MB-C50 20mm | 5V Ba 7.741cuftimin | 58P0754 | 79 
AD T212DB ANGE | Om AY Ball_| 57.205cu-fimin_| SURES eid @ ADO405HB-C50 20mm | 5V Ball | 8.802custimin | 58P0750 | 8.79 
@ AD1212LB-A71GL 25mm 12V Bal 71.806cu.! min 58P0855 Bee ® AD0412DB-C50 20mm Tov Bal 4.489u filmin 58P0756 = 
@ADI212MB-A7T1GL_| 25mm | 12V Ball__| 81.05cu.fiimin _[RSSRAESS ead @ AD0412LB-C71GP 20mm | 12v | Ba 64cu.imin | 08R6656 | 10.77 
@ADI212HB-A7IGL_| 25mm | 12V Ball__| _87.87cu.fimin | RSSEOSSaIa Means @ AD041218-C50 20mm | 12V | Ba 6.99cuftmin | 58P0760 | 8.79 
@ADI212UB-A71GL_| 25mm | 12V Ba 98.96cuimin | $8P0863 | 34.64 moa aNGECsD 0mm} DV Ba 77Hcufvmin | 58P0763 | 8.79 
@ AD1224DB-A71GL 25mm 24V Bal §7.205cu.1 min 58P0866 _ @ AD0412MB-C71GP 20mm Tov Ba Bou fiimin 08R6657 a 
@ AD1224LB-A71GL 25mm 24V Bal 71.806cu.! am 58P0874 16.21 @ ADO412HB-C50 20mm Tov Ba 8.802cufmin 58P0757 42:78 
@ AD1224MB-A71GL 25mm 24V Bal 81.054cu.! min 58P0878 16.21 @ ADO412HB-C71GP 2omm TOV Ba 94cu.fimin O8R6655 10.77 
@AD TZN ANCL 21] 2omm | Sav Be 87.87cu.fmin_ | RCSROSTU alee @ AD0412UB-C50 20mm | 12V | Ba 9.579cu.timin | 58P0766 | 8.79 
PAD TAUB AMG (| eon’ | 2 Ball__| 98.965cu-flmin | ISSRUES2sN ei @ AD0412XB-C71GP 20mm | 12v | Ba ‘cumin | 08R6659 | 10.77 
AD I2HSHEANGL— | > /2omim | ABV Ball_| _87.87cuflimin | SSRUESIAS Sioa @ AD0424MB-C50 20mm | 24v | Bal | 7.741cuftimin | 58P0773 | 8.79 
@ AD1248UB-A71GL 25mm 48V Bal 98.965cu. ft/min 58P0895 13.86 = 
- 40 mm, 3 Lead Wires 
@ AD1212DB-Y51 32mm 12V Bal 59.461cu.ft/min 58P0850 — @ ADO412HB-G76 Tomm Tov Ba 6.2cufimin 4173655 OT 
@ AD1212LB-Y51 32mm 12V Bal 82.981cu.ft/min 58P0858 25.68 : 
- 45 mm, 2 Lead Wires 
@ AD1212HB-Y51 32mm 12V Bal 111.71cu.ft/min 58P0854 19.49 AD4524HB-G70-LF 10mm AV Ba 867cufilmin 67R9296 = 
@ AD1224DB-Y51 32mm 24V Bal 59.461cu. ft/min 58P0869 16.19 : 
. 50 mm, 2 Lead Wires 
@ AD1224LB-Y51 32mm 24V Bal 82.981cu.! aul 58P0877 19.49 @ ADS005HB-D70 16mm BV Ba 14.3cu fimin 58P0916 922 
SAD IEAME NS! Sami = a Ball__| 99.060cu-fUmin_[IRSSRORSIIN RISES @ AD5012LB-D70 tomm | 12V | Ba Tcufimin | 58P0918 = 
SAD Zee NS! sam: «| 24 Ball_| 11.7tcu-min_|SSRUGZSIS RRZERIS @ AD5012MB-D70 tomm | 12V | Ba 73cuftmin | 58P0919 | 10.35 
@ AD1224UB-Y51 32mm 24V Bal 133.44cu. min 58P0885 I @ AD5012HB-D71 15mm TV Ba 15 teufimin 92P7591 = 
@ AD1248HB-Y51 32mm |  48V Ba 111.7 tcu.timin | 58P0890 = BADEN GURDTO fsmin | ADV a 16.5cutimin | 58P0920 a 
@ AD1248UB-Y51 32mm 48V Bal 133.44cu.ft/min 58P0898 20.37 
@ AD1212DB-F51 38mm 12V Bal §7.292cu. ft/min 58P0848 15.78 
> CONTINUED > > CONTINUED > 
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AXIAL FANS 


DC FANS (CONT.) DC FANS a 


External Price Each 
Mfg. Part No. Depth ioe Bearing Flow Rate Stock No. 1-9+ ‘a « e 

60 mm, 2 Lead Wires / | Xx 

@ADOGOSHE-D71GL__| tsmm | ov Ball | t682cuftmn | 927592 | 643 : Gee tinaian 

@ AD0612LB-D71GL tsmm_ | 12V Ba 12.62cuftmin | 4570212 | 9.67 vale 

@ AD0612HB-D71GL 15mm 12V Bal 15.82cu.ft/min 92P7594 9.67 A \ us 

@ AD0624HB-D71GL 15mm 24V Bal 15.82cu.ft/min 92P7597 9.67 

@ ADOG05LB-A70GL 25mm 5V Ba 13.2cu.ft/min §8P0775 — 

@ ADOG05MB-A70GL 25mm 5V Bal 18cu.ft/min 58P0776 — ) 

@ AD0612LB-A70GL 25mm | 12V Ba 13.2cu.ftimin | 58P0779 = © Dual ball bearings © Plastic frame and impeller 

@ AD0612MB-A71GP 25mm 12V Bal 15.6cu.ft/min 58P0782 10.53 Lead wire connection 

@ AD0612HB-A71GP 25mm 12V Bal 21.59cu.fi/min 58P0778 10.38 Order fan accessories separately; go online or call. 

@ AD0612HB-A70GL 25mm 12V Ba 24.78cu.ftmin | 92P7593 = External | Supply Price Each 

@ AD0612UB-A71GP 25mm 42V Ba 26.56cu.ft/min 58P0784 10.38 Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-9+ 

@ AD0612UB-A70GL 25mm | 12V Ba 27cu.timin | 58P0783 = 120 mm, 3 Lead Wires 

@ AD0612XB-A71GP 25mm 42V Bal 31.77cu.ftmin 58P0786 = @ AS12012LB25A100 25mm 12V Ba 125.817cu.fimin | 58P0986 19.61 

@ AD0624MB-A70GL 25mm 2AV Bal 48cu.ft/min 92P7598 = @ AS12012MB25A100 25mm 12V Ba 150.766cu.ftimin | 58P0987 19.61 

@ AD0624HB-A70GL 25mm 2AV Bal 25cu.ft/min 92P7596 = @ AS12024LB25A100 25mm 24V Ba 125.817cu.ftimin | 58P0990 22.39 

80 mm, 2 Lead Wires @ AS12024MB25A100 25mm 24V Ba 150.766cu.ftimin | 58P0991 26.35 

@ ADO805MB-D71 45mm 5V Bal 21.805cuft/min | 4570213 971 @ AS12024HB25A100 25mm 24V Bal 161.505cu.fmin | 58P0989 19.61 

@ ADO805HB-D71 45mm 5V Bal 29.722cu.ftimin | 92P7599 13.05 @ AS12024UB25A100 25mm 24V Ba 175.895cu.ft/min | 58P0992 — 

@ AD0812MB-D71 45mm 12V Bal 21.805cu.ftimin | 92P7603 9.65 @ AS12048LB25A100 25mm 48V Bal 125.817cu.ftimin | 58P0994 = 

@ AD0812HB-D71 45mm 42V Ba 29,9cu.ft/min 4570214 13.05 @ AS12048MB25A100 25mm 48V Ba 150.766cu.ftimin | 58P0995 19.61 

@ AD0824MB-D71 45mm 24V Ba 21.805cu.ftmin | 4570216 9.61 @ AS12048HB25A100 25mm 48V Bal 161.505cu.ftimin | 58P0993 22.33 

@ AD0824HB-D71 45mm 24V Bal 29.722cu.ftmin | 4570215 = @ AS12048UB25A100 25mm 48V Bal 175.895cu.ft/min | 58P0996 19.61 

@ AD0812DB-A70GL 25mm 12V Ba 20.57cu.ftmin O8R6660 8.96 PIM_196192 

@ AD0812LB-A70GL 25mm 12V Ba 27.6cu. ft/min 08R2502 8.96 

@ AD0812MB-A70GL 25mm 12V Bal 32.9cu.imin | 92P7602 ee AC TUBEAXIAL FANS - ° RoHS 

@ AD0812HB-A70GL 25mm 12V Bal 39.6cu.ftmin | 92P7600 | 12.10 SQUARE cA US Seria 

@ AD0812UB-A71GL 25mm 12V Ba 50cu.ft/min 58P0803 = 

@ AD0812UB-A71GP 25mm 12V Ba 56cu.ft/min O8R6666 12.05 

@ AD0812XB-A71GP 25mm 12V Bal 67cu.ft/min 08R6672 11.93 

@ AD0824MB-A70GL 25mm 24V Bal 32.9cu. ft/min 08R6678 = 

@ AD0824HB-A70GL 25mm 24V Bal 38.6cu. ft/min 92P7604 = 

@ AD0824HB-A71GP 25mm 24V Ba 49.7cu.ft/min 08R6674 16.19 

@ ADOS24UB-ATIGL 26mm cal Bal 50cu-fiimin _[Bsen0b22 = 80 x 80 x 25 mm 80 x 80 x 38 mm 92 x 92 x 25 mm 420 x 120 x 38 mm 

@ AD0824UB-A71GP 25mm 24v Bal 56cu.fi/min 08R6681 12.05 © Black die-cast aluminum housing © Reliable shaded-pole motor 

@ AD0824XB-A71GP 25mm 24V Bal 67cu.ft/min 08R6685 11.96 @ Thermoplastic impeller, rated UL94V-0 @ All models are 50/60Hz 

@ AD0824VB-A71GP 25mm 24V Ba 72cu.ft/min 08R6684 16.19 Order Multicomp fan accessories separately; go online or call. 

@ AD0812LB-Y51 32mm 12V Ba 39.2cu. ft/min 58P0799 7.70 External Supply Price Each 

@ AD0812UB-Y51 32mm 12V Ba 55.3cu.ft/min 58P0807 13.19 Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-9+ 

@ AD0824LB-Y51 32mm 24V Ba 39.1cu. ft/min 58P0818 15.88 119 mm, 2 Lead Wires 

@ AD0824HB-Y51 32mm 24V Ba 49.8cu. ft/min 58P0816 15.88 @ MC19699 25.5mm 240V Precision Ball 80cu.ft/min 70K8582 33.51 

@ AD0824UB-Y51 32mm 24V Ba 55.3cu. ft/min 58P0824 16.76 @ MC32926 38mm 115V Ball 117cu.ft/min 71P8704 1s) 

@ AD0848LB-Y51 32mm 48V Ba 39.2cu. ft/min 58P0829 = @ MC32927 38mm 115V Sleeve 115cu. ft/min 71P8705 21.74 

@ AD0848MB-Y51 32mm 48V Ba 44 6cu. ft/min 58P0830 = @ MC19695 38.5mm 240V Sleeve 105cu.ft/min 70K8578 14.55 

@ ADO848HB-Y51 32mm 48V Bal 49.8cu.ft/min 58P0828 = 119 mm, Terminals 

@ ADO848UB-Y51 32mm 48Vv Bal 55.3cu.ft/min 58P0833 16.61 @ MC19676 25.5mm 240V Precision Ba 80cu.ft/min 70K8559 18.09 

@ AD0812XB-F71DS 38mm 12V Bal 97cu.ft/min 08R6673 19.94 @ MC19683 38mm 115V Ball 117 cu.ft/min 70K8566 25.76 

@ AD0812VB-F71DS 38mm 12V Bal 110cu.ft/min 08R6670 = @ MC23726 38mm 115V Precision Ba 78cu. ft/min 01N3750 17.46 

@ AD0824HB-F71DS 38mm 24V Ba 75cu.ft/min 08R6675 19.94 @ MC23725 38mm 115V Precision Bal 88cu.ft/min 01N3749 32.32 

@ AD0824UB-F71DSM 38mm 24V Bal 88cu.fmin 08R6682 19.21 @ MC19677 38mm 115V Sleeve 76cu.ft/min 70K8560 17.20 

@ AD0848HB-F71DS 38mm 48V Bal 75cu. ft/min 08R6687 17.89 @ MC19684 38mm 115V Sleeve 115cu.ft/min 70K8567 19.65 

@ AD0848UB-F71DS 38mm 48V Bal 88cu.ft/min 08R6692 20.54 @ MC23721 38mm 230V Precision Bal 78cu.ft/min 01N3745 23.46 

80 mm, 3 Lead Wires @ MC19682 38.5mm 240V Precision Bal 107cu.ft/min 70K8565 25.25 

@ AD0812UB-F71DS 38mm 12V Bal 88cu.ft/min 08R6667 19.94 @ MC19686 38.5mm 240V Precision Bal 117cu.ft/min 70K8569 21.71 

92 mm, 2 Lead Wires @ MC19678 38.5mm 240V Sleeve 70cu.ft/min 70K8561 15.86 

@ AD0912DB-A70GL 25mm 12V Ba 26.72cu.ft/min 08R6695 11.26 @ MC19681 38.5mm 240V Sleeve 105cu.ft/min 70K8564 21.46 

@ AD0912LB-A70GL 25mm 12V Bal 34.75cu. ft/min 08R6696 ae @ MC19685 38.5mm 240V Sleeve 115cu.ft/min 70K8568 14.55 

@ AD0912MB-A70GL 25mm 12V Ba 41.49cu.ft/min 08R6697 11.26 120 mm, 2 Lead Wires 

@ AD0912HB-A70GL 25mm 12V Bal §2.5cu.ft/min 08R0849 15.12 @ MC19698 25mm 115V Precision Ball 80cu.ft/min 70K8581 18.09 

@ AD0912UB-A70GL 25mm 12V Bal 56.62cu.ft/min 08R6698 15.12 @ MC19696 38mm 115V Sleeve 76cu.ft/min 70K8579 20.12 

@ AD0912UB-A71GL 25mm 12V Ba 56.95cu.ft/min 58P0839 ees @ MC19694 38mm 115V Sleeve 105cu. ft/min 70K8577 21.46 

@ AD0924LB-A70GL 25mm 24V Ba 40.689cu.ft/min | 08R6700 —_ @ MC19697 38mm 240V Sleeve 70cu.ft/min 70K8580 21.46 

@ AD0924HB-A70GL 25mm 24V Ba 56.069cu.ftimin | O8R6699 15.12 120 mm, Terminals 

@ AD0924UB-A71GL 25mm 24V Ba 56.95cu. ft/min 58P0843 ete) @ MC23327 25mm 115V Precision Ball 54cu.ft/min 75M2195 31.67 

PIM_147082 @ MC19675 25mm 115V Precision Ball 80cu.ft/min 70K8558 26.84 
@ MC23329 25mm 240V Precision Ball 54cu.ft/min 75M2197 31.67 
@ MC19680 38mm 115V Precision Ball 107cu.ft/min 70K8563 21.46 
@ MC19679 38mm 115V Sleeve 105cu.ft/min 70K8562 14.60 
176 mm, 2 Lead Wires 
@ MC24617 89mm 115V Precision Ball 335cu. ft/min 03P9715 162.98 
@ MC25029 89mm 240V Precision Ball 335cu. ft/min 31P7359 213.24 
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AXIAL FANS 


AC TUBEAXIAL FANS - SQUARE (CONT.) IP56 DUSTPROOF WATERPROOF FAN SERIES (CONT.) 
External | Suppl Price Each IP56 © 6: Protection against poweful water jets 
Pply |S @ 5: Dust protected 
Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-9+ 7 : . ; 
5 Dustproof, Waterproof IP56 Fan Series completely wraps the entire motor with a patent motor protection 
A76mm, Terminals technique to effectively pass dustproof, waterproof IP56 rating. This technique can effectively protect from 
@ MC25027 89mm 115V Precision Bal 335cu.ft/min 341P7357 162.85 substances like dust and water. Even in harsh environments, like deserts, the polar regions, high elevation, etc., 
@ MC25028 89mm 240V Precision Ba 335cu.ft/min 31P7358 115.19 the fan can still operate steadily and for a long period of time to provide high-efficiency cooling. 
80 mm, 2 Lead Wires External Supply Price Each 
@Mc19701 25mm 115V Precision Bal 22cu.ft/min 70K8584 17.73 Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-9+ 
@ mic32924 25mm 115V Sleeve 21cufimin | 71P8702 | 14.55 60 mm, 2 Lead Wires 
@ MC21680 25mm 115V Vapo 4tcu.stmin | 149036 | 28.17 MC001573 15mm tev Ba 10.6cu.ftimin_|  14AC8464 6.90 
@ MC21681 25mm 240V Vapo 44cu.ft/min 44M9037 ae MC001572 15mm 12V Bal 14.5cu.ft/min 14AC8463 6.70 
@ MC23302 38mm 115V | Precision Ball | 3tcuctimin | 75M2190 | 26.15 Mco01574 15mm tv Ba 18.2cu.ftimin | 14AC8462_| 17.56 
@MC19700 38mm 415V Sleeve 30cu.ft/min 70K8583 21.47 MC001570 15mm 12V Ba 21.3cu.ft/min 14AC8461 18.53 
@MC23303 385mm | 240V_ | PrecisionBall | Stoumin | 75M2191 | 26.15 80 mm, 2 Lead Wires 
91.5 mm, 2 Lead Wires MC001577 25mm 12V Ba §3cu.ft/min 14AC8468 35.65 
@ MC19674 255mm | 240V Sleeve 36cuctimin | 70K8557 | 26.44 MCO01576 gon tev Ba STouftimin | ABRCSS67aa | Midkeo 
94.5 mm, Terminals MC001575 25mm 12V Bal 60cu.ft/min 14AC8466 41.42 
@ MC23724 255mm | 230V | Precision Ball | 37cu.tmin | 01N3748 | 32.83 MC001586 25mm 246v Ba 33cufmin | 14AC8477 | 20.13 
@ MC19672 255mm | 240V Sleeve 36cu.ftimin | 70K8555 | 21.06 MC001585 25mm 24V Ba S7cu.fimin | 14AC8476 | 21.74 
92 mm, 2 Lead Wires MC001584 25mm 24V Bal 41cu.ft/min 14AC8475 25.26 
@ MC32925 25mm 115V Ball 28cu.ft/min 71P8703 28.41 MC001583 25mm 24V Ba 53cu.ft/min 14AC8474 37.65 
@ MC19673 25mm 115V Sleeve 36cu.ftmin | 70K8556 | 21.06 MC001582 25mm 2av Ba 57cu.ftimin 14AC8473_ | 41.43 
@ MC21682 25mm 115V Vapo 54cu.ft/min 44M9038 21.65 MC001581 25mm 24V Ba 60cu.ft/min 14AC8472 41.29 
@ MC21683 25mm 240V Vapo 54cu.ft/min 4419039 28.17 MC001589 25mm 48V Bal 53cu.ft/min 14AC8480 15.76 
92 mm, Terminals MC001588 25mm 48V Bal 57cu.ft/min 14AC8479 43.61 
@ MC23723 25mm 115V | Precision Ball | 28cuftimin ] 01N3747 | 28.26 MC001587 25mm 48V Ba 80cu.ftmin | 14AC8478 | 54.09 
@ MC 19687 25mm 115V| Precision Ball | 37cu‘timin | 70K8570 | 18.56 MC001592 32mm tv Ba 50.3cu.ftimin | 1448483 | 11.89 
@ MC23722 25mm 115V | Precision Ball | 37cu.timin | 01N3746 | 99.96 MC001591 32mm 12v Ba 55.9cu.ftimin | 14AC8482 5.35 
@ MC19671 25mm 115V Sleeve 36cu.ftimin | 70K8554 | 91.46 MC001590 32mm tev Ba 59.4cu.ftimin | 1448481 | 11.89 
PIM_17526 80 mm, -999 
MC001580 25mm 12V Ba 33cu.ft/min 14AC8471 6.70 
MC001579 25mm 12V Bal 37cu.ft/min 14AC8470 23.56 
Be TUBEAMIAL FANS ROUND multicom MC001578 25mm 12V Bal 41cu.ft/min 14AC8469 6.70 
= p 84.9 mm, 2 Lead Wires 
~ Geasinpian MC001574 15.4mm 12V Ba 9.8cu.ft/min 14AC8465 6.70 
Available 92 mm, 2 Lead Wires 
AY MC001598 25mm 12V Ba 39.5cuftimin | 14AC8489 | 20.29 
MC001597 25mm 12V Bal 45cu.ft/min 14AC8488 93.56 
MC001596 25mm 12V Ba 51.5cu. ft/min 14AC8487 18.78 
MC001595 25mm 12V Ba 65cu.ft/min 14AC8486 35.12 
MC001594 25mm 12V Bal 70cu.ft/min 14AC8485 35.65 
MC001593 25mm 12V Bal 75cu. ft/min 14AC8484 11.89 
ae pun = ah erty wmC001604 25mm 2a Bal 39.5cutimin | 140C8495 | 7.05 
© Ball bearings @ Reliable shaded-pole motor 7 
@ Black die-cast aluminum housing @ All models are 50/60Hz MC001603 25min 2av Bal 45ou. mn 14AC8494 24.17 
© Thermoplastic impeller, rated UL94V-0 MC001602 25mm 24V Bal 51.5cu.ft/min 14AC8493 25.26 
Order Multicomp fan accessories separately; go online or call. MC001601 25mm 24V Bal 65cu.ft/min 14AC8492 48.14 
External | Supply Price Each MC001600 25mm 24V Bal 70cu. ft/min 14AC8491 48.14 
Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-9+ MC001599 25mm 24V Bal 75cu.ft/min 14AC8490 41.43 
172 mm, 2 Lead Wires, Round MC001607 25mm 48V Bal 65cu.ft/min 14AC8498 43.61 
@ MC21674 Simm 115V Precision Bal 239cu.ft/min 14M9030 48.85 MC001606 25mm 48V Bal 70cu.ft/min 14AC8497 43.61 
@ MC21676 51mm 230V Precision Bal 239cu.ft/min 14M9032 75.01 MC001605 25mm 48V Bal 75cu.ft/min 14AC8496 43.61 
172 mm, 2 Lead Wires, Semi Round PIM_5714644 
@ MC21670 51mm 115V Ball 239cu.ft/min 149026 51.82 
@ MC21672 51mm 230V Precision Bal 239cu. ft/min 14M9028 75.01 IP68 DUSTPROOF WATERPROOF FAN SERIES (r) 
172 mm, Terminals, Round multicomp 
@ MC21675 51mm 115V Precision Bal 239cu.ft/min 14M9031 75.01 
@ MC21677 51mm 230V Precision Bal 239cu.ft/min 14M9033 54.86 
172 mm, Terminals, Semi Round 
@ MC21671 51mm 115V Precision Bal 239cu.ft/min 14M9027 73.55 
@ MC21673 51mm 230V Precision Ba 239cu. ft/min 149029 75.01 = 
254 mm, Terminals, Round Mcoo1612 
@ MC21678 89mm 115V Precision Bal 665cu. ft/min 14M9034 162.72 es Kaeonietd iicaniens 
@ MC21679 89mm 230V Precision Bal 665cu. ft/min 14M9035 163.24 : : : 
oI ; IP68 © 8: Protection against submersion 
@ MC23266 89mm 240V Precision Bal 850cu. ft/min 75M2155 162.72 © 6: Dust tight 
PIM_105922 Dustproof, Waterproof IP68 Fan Series completely wraps the entire motor with a patent motor protection 
technique to effectively pass dustproof, waterproof IP68 rating. This technique can effectively protect from 
substances like dust and water. Even in harsh environments, like deserts, the polar regions, high elevation, etc., 
IP56 DUSTPROOF WATERPROOF FAN SERIES @ the fan can still operate steadily and for a long period of time to provide high-efficiency cooling. 
multicomp nar aaa Price Each 
Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-9+ 
60 mm, 2 Lead Wires 
MC001611 15mm 12V Ball 10.6cu.ft/min 14AC8502 36.13 
MC001610 15mm 12V Ball 14.5cu.ft/min 14AC8501 30.67 
‘icanierd MC001609 15mm 12V Ball 18.2cu.ft/min 14AC8500 19.51 
MC001608 15mm 12V Ball 21.3cu.ft/min 14AC8499 38.05 
MC001573 MC001577 MC001598 
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AXIAL FANS 
IP68 DUSTPROOF WATERPROOF FAN SERIES (CONT.) AC TUBEAXIAL FANS - SQUARE Gein b t 
External Supply Price Each Available e m paps 
Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-9+ = 
80 mm, 2 Lead Wires wT) ‘ 
MC001618 25mm 12V Ba 33cu.ft/min 14AC8509 36.13 ma 
MC001617 25mm 12V Bal 37cu.ft/min 14AC8508 31.10 
MC001616 25mm 12V Bal 41cu.ft/min 14AC8507 10.84 
MC001615 25mm 12V Bal 53cu.ft/min 14AC8506 61.61 3 \ 
MC001614 25mm 12V Ba 57cu.ft/min 14AC8505 17.13 3900 Series 3000 Series 9900 Series 
MC001613 25mm 12V Bal 60cu.ft/min 14AC8504 17.13 = = 
MC001624 25mm 24V Bal 33cu.ft/min 14AC8515 40.40 t 
MC001623 25mm 24V Ba 37cu.ft/min 14AC8514 38.02 
MC001622 25mm 24V Bal 41cu.ft/min 14AC8513 34.49 
MC001621 25mm 24V Bal 53cu.ftmin 14AC8512 = 
MC001620 25mm 24V Bal 57cu.ft/min 14AC8511 58.53 a 
MC001619 25mm 2AV Bal 60cu.ft/min 44AC8510 58.24 4000N, 4000Z Series 5900 Series W2E142 Series W2E200 Seles 
MC001627 25mm 48V Bal S3cuftmin | 14acesia | 21.02 : opr: oo ee Al @ 
MC001626 25mm 48v Bal 57cu.ft/min 14AC8517_| 21.02 © Lsuffix = low speed © W additional wires standard length 
MC001625 25mm 48V Bal 60cu.ft/min 14AC8516 72.14 © M suffix = medium speed © X suffix= mounting bore hole 3.7mm 
MC001630 s2mm a Bal 50.deuftmin eel 17.13 ‘ 4 in = ee signal (additional wires for hall 
MC001629 32mm tev Bal 55.9cu.ft/min 14AC8520 17.13 Maximum temperature rating from +50°C to +85°C (please refer to datasheets for detailed breakdown). Order 
MC001628 32mm 12V Ba 59.4cu. ft/min 14AC8519 7.71 ebm-papst fan accessories separately; go online or call. Additional fan models are available; go online or call. 
84.9 mm, 2 Lead Wires External | Supply Price Each 
MC001612 15.4mm 12V Bal 9.8cu.ft/min 14AC8503 10.53 Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ 
92 mm, 2 Lead Wires 119 mm, 4 Lead Wires 
MC001636 25mm 12V Bal 39.5cu. ft/min 14AC8527 10.53 @ 4660N 38mm 230V Sleeve | 105.9cuftmin | 88K2744 64.41 
MC001635 25mm 12V Bal 45cu.ft/min 14AC8526 38.05 119 mm, Terminals 
MC001634 25mm 12V Bal 51.5cu.ft/min 14AC8525 32.75 @ 9906L 25mm 115V Bal 58.9cu.ft/min 88K2753 58.81 
MC001633 25mm 12V Bal 65cu.ft/min 14AC8524 17.13 @ 9906 25mm 115V Bal 79.5cu.ft/min 87F3621 66.47 
MC001632 25mm 12V Bal 70cu.ft/min 14AC8523 61.61 @ 9956L 25mm 230V Bal 49.4cu.ft/min 86K9950 47.77 
MC001631 25mm 12V Bal 75cu.ft/min 14AC8522 17.13 @ 9956 25mm 230V Bal 68.9cu.ft/min 88K2225 68.61 
MC001642 25mm 2AV Bal 39.5cu.ftimin | 14408533 | 40.07 “e46n ~*«| +38mm | 24V | Sleeve | 1059cuttimin | 50B6458 | 53.67 _ 
MC001641 25mm 24V Bal 45cu.ft/min 14AC8532 38.02 @ 4606N 38mm 115V Bal 105.9cuftlmin | 88K2739 74.85 
MC001640 25mm 24Vv Bal 54.5cu. ft/min 14AC8531 34.49 @ 4606Z 38mm 115V Bal 105.9cu.flmin | 86K9862 72.41 
MC001639 25mm 24V Bal 65cu.ft/min 14AC8530 58.53 @ 4606X 38mm 115V Bal 106cu.ft/min 88K2740 66.94 
MC001638 25mm 24V Ba 70cu. ft/min 14AC8529 | 18.86 @ 4606ZW 38mm 115V Ba 106cu.ftimin | 06M1013 77.64 
MC001637 25mm 24v Bal 75cu. ft/min 14AC8528 64.74 @ 4800X 38mm 115V Sleeve 59cu.f/min 86K9865 = 
MC001645 25mm 48v Bal 65cu.ft/min 14AC8536 58.15 @ 48002 38mm 115V Sleeve 61.8cu.ft/min 86K9866 73.61 
MC001644 25mm 48V Bal 70cu.ft/min 14AC8535 9.46 @ 4530Z 38mm 115V Sleeve 71cu.ft/min 86K9856 69.95 
MC001643 25mm 48V Bal 75cu.ft/min 14AC8534 = @ 4600N 38mm 115V Sleeve | 105.9cuftimin | 86K9858 35.46 
PIM_5714645 @ 4600Z 38mm 115V Sleeve 105.9cu.ftmin | 86K9860 79.39 
@ 4600XP 38mm 115V Sleeve 106cu.ft/min 86K9859 — 
MEETS GR487 SALT SPRAY ENVIRONMENT FAN (r) @ 4600X 38mm 115V Sleeve 106cu.ft/min 88K2738 47.55 
SERIES multicomp @ 46562 38mm 230V Ball 94cu. ft/min 88K2743 65.45 
@ 4656ZH 38mm 230V Ball 105.8cu.ftimin | 90B5155 128.08 
@ 4656X 38mm 230V Ball 106cu.ft/min 88K2742 76.10 
@ 48502 38mm 230V Sleeve 59cu.ft/min 86K9868 53.79 
@ 45802 38mm 230V Sleeve 67.7cu.ft/min 86K9857 52.88 
@ 4650N 38mm 230V Sleeve | 94.17cuftfmin | 88K2741 44.98 
@ 4650Z 38mm 230V Sleeve 94.2cu.ft/min 86K9864 64.45 
@ 4650X 38mm 230V Sleeve 106cu.ft/min 86K9863 58.67 
127 mm, Terminals 
@ 5938 38mm 115V Bal 95.3cu.ft/min 86K9880 49.33 
Mco01648 Nco0tas4 @ 5908W 38mm 115V Bal 121.2cu.ftimin | 86K9879 68.50 
© Application: Telecom / Inverter / Outdoor LED Lighting © 5908 38mm T15V Bal 121.2u.ftimain AMES) 78.03 
Environmental Test : Meets GR-487-CORE(2000), Section3.34.1 Salt Fog Test Procedure. Procedur Procedure. © 5900 38mm t15V Sleeve 121.2cu.ftimin 86K9878 51.94 
as | @ 5958 38mm 230V Bal 105.9cu.ftmin | 86K9882 78.60 
exeal | Supply jPaceeach eo n058W 3amm | 230V | Ball | 121.2cu,timin | 86K9883 | 66.47 
Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-9+ — = 
80 mm, 2 Lead Wires @ 5950 38mm 230V Sleeve 105.9cu.ftmin | 86K9884 55.49 
MC001648 25mm 12V Ba 33cu.ftimin | 14AC8539 | 38.05 135 mm, Terminals 
MC001647 25mm 12V Bal 37cu.ft/min 14AC8538 38.05 @ 5606S 38mm 115V Bal 158.9cu.ft/min 92B7425 121.49 
MC001646 25mm 12V Bal 4tcuftimin | 14AC8537 | 32.75 @ 5656S 38mm_|_230V Bal 138.3cu.ftmin_|_86K9877_|_119.20 
MC001651 25mm 24V Ba 33cuftimin | 144C8542 | 40.07 172 mm, Terminals 
MC001650 25mm AV Ba 37cu.ft/min 14AC8541 40.07 @ W2E142-CC13-16 38mm 115V Bal 175cu.ft/min 86K9791 120.22 
Mc001649 25mm AV Bal Meuftimin 14AC8540 40.07 @ W2E142-BB05-01 38mm 115V Bal 230cu.ft/min 88K1284 129.62 
92 mm, 2 Lead Wires @ W2E142-CC15-16 38mm 230V Bal 175cu.ft/min 86K9792 148.11 
MC001654 25mm 12V Ba 39.5cu.ft/min 14AC8545 31.10 @ W2E142-BB01-01 38mm 230V Bal 230cu.ft/min 88K2731 108.47 
MC001653 25mm 12V Ba 45cuttmin | 14408544 | 38.05 200 mm, Terminals 
Mc001652 25mm 12V Ba 51.5cuftmin | 14AC8543 | 32.75 @W2EZ00-HK86-01 | 60mm | 5V | Ball | S44.Scuftimin | O1MOK65 | 233.14 
MC001657 25mm 2aV Bal 39.5cu.timin | 14AC8548 | 14.07 @ W2E200-HK38-01_| 80mm | 230V_|__ Bal 5i8cufiimin | ROIMBSSAaa|REAS Sai 
MC001656 25mm 2aV Ba 45cuttmin | 14408547 | 40.07 225mm, Terminal Block 
MC001655 25mm AV Bal 51.5cu.ft/imin 14AC8546 28.98 @ W2E200-HH82-01 80mm 115V Bal 500cu. ft/min 93K7604 225.29 
pi eneie 225 mm, Terminals 
e @ W2E200-HH86-01 80mm 115V Bal 607cu.ft/min 86K9796 228.49 
@ W2E200-HH38-01 80mm 230V Bal 607cu. ft/min 86K9795 = 


> CONTINUED > 


1546 Go online or call for non-compliant or &2ROHS Compliant products. See page 2 


FANS, BLOWERS & IMPELLERS 
AXIAL FANS 


AC TUBEAXIAL FANS - SQUARE (CONT.) ACMAXX TUBEAXIAL FANS ebm a st 
External | Supply Price Each pD p 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ RoHS 
280 mm, Terminal Block Geatinpian 
@ W2E250-HJ32-01 80mm 115V Ball 1100cu.ftimin | 86K9799 334.56 Al G 
@ W2E250-HJ28-01 80mm 230V Ball 1100cu.ftimin | 86K9798 311.17 
280 mm, Terminals 
W2E250-HL08-07 80mm 115V Ball | 78M6469 | 479.05 
300 mm, Wire Leaded 
@ W2E300-CP02-71 80mm 230V Ball 2200cu.ft/min | 15B5126 346.55 ‘ACBOOONKI 
80 mm, 2 Lead Wires ACSEOOUH AC4300H 
@ 8506N 38mm 115V Ball 35.9cu.fmin | 86K9942 55.73 © Can be used from 85-265V, 50-60Hz External rotor motor with completely integrated 
@ 8830N 38mm 415V Sleeve 241.2cu.ft/min 88K2752 60.65 © Offer 75% lower power consumption over tradition- drive and control electronics ; 
© 8800N 38mm “bv Sleeve 27-Tou.ftimin B6K9046 55.28 ° a be skegner efficiency and reliability : ri pebhelis gh voc” 
@ 8500N 38mm 115V Sleeve 35.9cu.ft/min 88K2751 52.32 © Plastic housing and impeller 
@ 8500DP 38mm 115V Sleeve 36cu.ft/min 86K9941 91.53 Order fan accessories separately online or call. 
@ 8556N 38mm 230V Ball 29.4cu. ft/min 86K9945 — External Supply Price Each 
@ 8850N 38mm 230V Sleeve 21.8cu.ft/min 47M2992 - Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-4+ 
@ 8550N 38mm 230V Sleeve 29.4cu.ft/min 86K9944 62.77 119 mm, 2 Lead Wires 
80 mm, 4 Lead Wires @ AC4300H 32mm 230V Ball 120cu.ft/min 87K1972 69.20 
@ 8560N 38mm 230V Sleeve 34cu.fmin | 47M2990 53.30 172 mm, 2 Lead Wires 
80 mm, Terminals @ AC6200NM 51mm 230V Ball 206cu.ft/min 87K1973 133.82 
8500V 38mm 115V Sleeve 36cu.ft/min 15B5482 = 92 mm, 2 Lead Wires 
8556V 38mm 230V Ball 36cu. ft/min 15B5494 = @ AC3200JH 38mm 230V Ball 86cu.ft/min 87K1971 77.45 
92 mm, 2 Lead Wires PIM_88860 
@ 3606 38mm 115V Ball 52.4cu.ft/min 86K9826 55.62 
92 mm, Terminals GREEN TECH® EC COMPACT TUBEAXIAL FANS 
@ 3906L 25mm 115V Ball 23cu. ft/min 47M2586 _ Features: ebm papst 
ms 2mm | 16_| bol | 3125 Oe ee sere teon faerie 
@ 3906 25mm 115V Ball 41.2cu.ft/min 87F3617 65.23 © 3dBor tee neise ection Suen: = SS , G. 
@ 3956 25mm 230V Ball 34.7cu.ftimin | 86K9829 50.34 © Electrical connection via 2 flat pins, 2.8mm x 0.5mm 
PIM_68227 (0.11 x 020") 


AC TUBEAXIAL FANS - ROUND 


@ Fiberglass reinforced plastic; impellar PA, housing PBT 
@ Electronic locked rotor protection 

@ Ball bearings 

* Nominal data in operating point with maximum load and 
115 or 230 VAC 


Compliant 
wale External | Supply Price Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ 
SP 
119 mm, Terminals 
ACI4410HH 38mm 115V Ba 105.9cu.ft/min 2372148 91.45 
ACI4420ML 38mm 230V Ba §9cu.ft/min 96Y7721 as 
ACI4420N 38mm 230V Bal 86cu.ft/min 85W2389 68.01 
450 x 55mm uexaunan 260 x 60mm ACI4420HH 38mm | 230V Ball | 105.9cu.timin | 2372150 a 
© Ball bearings © Metal housing and impeller 130 mm, Power Cord, Energy Saving Axial Fans 
Maximum temperature rating from +40°C to +80°C (please refer to datasheets for detailed breakdown). Order W1G130-AA49-01 58mm 115V Ba 123.7cu.ftimin | 85W2452 172.82 
ebm-papst fan accessories separately online or call. Additional fan models are available; go online or call. 172 mm, 3 Lead Wires, Energy Saving Axial Fans 
External | Supply Price Each W1G172-EC95-01 | 785mm | 115V Ba 79R8705 | 187.78 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ W1G172-EC91-01 78.5mm 230V Ba 06X2603 = 
150 mm, Terminals piatr6s6 
W2S130-AA25-65 55mm 115V Bal 224cu.ft/min 91B9189 130.01 
165 mm, Terminals anne 
‘ol 
W2E143-AB16-06 | Simm | 115V | Ba 2004552 | 153.55 GeRiirsian b p p t 
172 mm, 2 Lead Wires EC Axial Fans Available e m a S 
@ W2S130-AA25-01 55mm 115V Bal 223.6cu.ft/min 88K2733 109.47 External | Supply Price Each 
@ W2S130-BM15-01 55mm 115V Ba 250.1cu.ftimin | 88K1285 | 117.21 Mfg, Part No. Depth | Voltage | Bearing Flow Rate Stock No. 1+ 
W28130-AB03-10 55mm 230V Bal = 19C9793 177.97 330 mm, Power Cord 
@ W2S130-AA03-01 55mm 230V Bal 224cu.ft/min 88K2732 107.94 W3G300-BV24-01 76.5mm 26V Ball 1518.53cu.ftmin | 73Y0603 = 
@ W2S130-BM03-01 55mm 230V Bal 250.1cu.ft/min 88K2734 175.72 W3G300-BV25-21 76.5mm 26V Ball 1901.11cu.fmin | 73Y0604 es 
172 mm, 6 Lead Wires PIM_5516086 
@ W2S130-AA03-49 55mm 230V Bal 223.6cu.ft/min 86K9801 126.62 
172 mm, Terminals EC AXIAL COMPACT FAN 
@ W2E143-AA15-01 51mm 115V Bal 260cu.ft/min 93K7603 177.17 Sickled Blades (S Series) é m paps 
@ W2E143-AB15-01 51mm 115V Bal 294 .2cu.ft/min 86K9794 179.00 
@ W2E143-AA09-01 51mm 230V Bal 258.9cu.! ul 86K9793 226.55 Technical Description: © 40°C to #80°C 
@ W2E143-AB09-01 Simm 230V Ba 294.2cu.ftimin | 88K2026 | 187.96 © Rotor surface: Painted black © Electrical hookup: Via terminal strip 
@ W2S130-AA25-44 55mm 115V Ba 223.6cu.ft/min 86K9802 128.50 © Blade material: Sheet steel, painted black © Motor protection: Reverse polarity and locked-rotor 
5 @ Fan housing material: Die-cast aluminum protection 
@W2STSOAADSAA =I): Soins | 2290V Bal 223.6cucftimin | 86K9800 | 105.51 © Number of blades: 7 © Approval: UL 1004-1 / EAC / CSA.C22.2 No. 77 
260 mm, Terminals @ Airflow direction: “V" Technical Features: 
@ W2E208-BA20-51 80mm 220V Bal 544cu.ft/min 86K9797 260.37 © Direction of rotation: Counterclockwise, viewed © Control input 0-10 VDC / PWM 
W2E208-BA20-01 80mm | 230V Ba 79R8728 | 249.40 toward rotor @ Tach output 
a 9. © Degree of protection; IP42 © Motor current limit 
400 mm, Wire Leaded @ Max. permissible ambient motor temp. (transp./ © Soft start 
@ W4E400-CP02-71 80mm 230V Bal 2910cu. ft/min 15B5167 413.47 storage) 
PIM_108790 
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AXIAL FANS 


EC AXIAL COMPACT FAN (CONT.) AC FANS (CONT.) 
External | Supply Price Each External | Supply Price Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ Mfg. Part No. Depth Voltage | Bearing Flow Rate | Stock No. 1-9+ 
250 mm, Terminals 80 mm, 2 Lead Wires 
W1G250-HH37-52__| 80mm 24VV Ball | 1130.1cu.ftimin | 83H2896 | 602.37 @ 3115FS-12W-B10-A00 | 38mm | 115V Bal 22cu.ftimin | 58K3033 = 
PIM_5732732 @ 3115PS-12W-B20-A00 38mm 115V Bal 24cu.ft/min 4439125 19.49 
@ 3115FS-12W-B20-A00 38mm 115V Bal 27cu.ft/min 68K1212 19.49 
AC AXIAL FAN @ 3115FS-12W-B30-A00 38mm 115V Bal 32cu. ft/min 58K7893 1747 
Straight Blades (A Series) ebm papst @ 3115 PS12WB30 A00 38mm 115V Bal 32cu.ft/min 12P6312 19.45 
@ 3115FS-23W-B20-A00 38mm 230V Bal 28cu.ft/min 58K7896 = 
@ Rotor surface: Painted black @ Max. permissible ambient motor temp. (transp./ @ 3115PS-23W-B30-A00 38mm 230V Bal 320u, min 44J9126 17.47 
© Blade material: Sheet steel, painted black storage) @ 3115FS-23W-B30-A00 38mm 230V Bal 33cu.ft/min 58K7897 20.77 
° a rae May Die-cast aluminum e Penh ace ' 80 mm, Terminals 
© Number of blades: © Cable Exit: Lateral ; 
@ Airflow direction: “V" © Protection Class: | (if protective earth is connected @ 3115FS-127-B00-A00 38mm N5V Ba 18cu, on 13M3913 8.88 
© Direction of rotation: Counterclockwise, seen by customer) @ 3115FS-12T-B10-A00 38mm 115V Bal 22cu.ft/min 70K9917 19.49 
é By rotor F arcticaceipid Denemisa anise : n a @ 3115FS-12T-B20-A00 38mm 115V Ba 27cu.ftimin | 70K9918 | 19.49 
tion and postion as perEN 6003450 © 3115FS-127-830-A00 [Samm | 116V_| Bal S2outmin | 7oKea19 [19.13 
5 @ 3115PS-12T-B30A00 38mm 115V Bal 32cu.ftimin | 13M3914 17.4 
gotta prev [Price Each e3115Fs.ze7-810-A00 | 38mm | 230V_| Ball | 20custimin | 70K9920 ; 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1+ - are 
200 mm, 7 Lead Wires @ 3115FS-23T-B20-A00 38mm 230V Bal 28cu. ft/min 70K9921 19.49 
A20200-AA02-01 | 73mm | 400V | Ball | 663.26cu.ftimin | O5M4917 | 243.37 @ S115FS-237-B30-A00 | Sémm_| 280V_| Ball | 33cu.fiimin [AGRSOSSaa maONag 
PIM_5732812 92 mm, Terminals 
@ 3610PS-12T-B10-A00 25mm 115V Bal 20cu.ft/min 70K9922 220i 
@ 3610PS-12T-B20-A00 25mm 115V Bal 28cu.ftimin | 13M3929 22.17 
AC FANS © 7 
Feat @ 3610PS-12T-B30-A00 25mm 115V Bal 34.5cu.fmin | 70K9923 23.63 
eatures: 7 ; 
© Ball bearings N M B @ 3610PS-23T-B10-A00 25mm | 230V Ba 20cu.ftimin | 84K0268 9.93 
© Aluminum housing @ 3610PS-23T-B30-A00 25mm | 230V Ba 34.5cu.ftimin | 70K9924 | 29.17 
© Plastic impeller Minebea PIM. 68237 


© Temp. rating: -10°C to +70°C 

Additional voltage configurations are available; 
go online or call. Order NMB Technologies fan 
accessories separately online or call. 


RoHS — 
Compliant 
Available 


AC WEATHER RESISTANT AXIAL FANS 


Mfg. part no. prefix PS denoi 
polycarbonate impeller (glas: 
Faston #110 (or equivelant) 
Mfg. part no. prefix FS 


les an aluminum casing, 
$ fiber-containing) and a 
ferminal. 

denotes an aluminum 


© 
NMB 


alloy casing, UL94V-O reinforced plastic impeller, 
AWG22/UL3266/CSA CL1252 lead wire or Faston 
#110 (or equivelant) terminal. 
Mfg. part no. prefix MS denotes an aluminum 
casing, polycarbonate impeller (glass _ fiber- 
containing), AWG22/UL3266/CSA CL1252 lead wire or Faston #110 (or equivelant) terminal. 


Mfg. part no. prefix PC denotes an aluminum casing, polycarbonate impeller (glass fiber-containing) and a 
Faston #110 (or equivelant) terminal (all PC units have a frame size of 172mm). 
119mm HS 172mm 
External | Supply Price Each RoHS 
Mfg. Part No. Depth | Voltage | Bearing | FlowRate | Stock No. 1-9+ Geptinoian 
119 mm, Terminals 
@ 4710PS-12T-B20-A00 25mm 115V Ba 53cu.ft/min 70K9928 18.09 
@ 4710PS-12T-B30-A00 25mm 115V Bal 70.6cu.ft/min 70K9929 19.84 
@ 4710PS-23T-B20-A00 25mm 230V Bal 53cu.ft/min 70K9930 14.34 
@ 4710PS-23T-B30-A00 25mm 230V Bal 70.6cu.ft/min 93K7648 20.18 172mm AMO 
@ 4715FS-12T-B00-D00 38mm 115V Bal 60cu.ft/min 13M3947 a @ Weather resistant, oil and dust proof @ Aluminum housing ; ; / 
© 4715FS-12T-B10-D00 38mm 115V Ba 70cu.ftimin 70K9931 22.38 : fa eh (except 80 x 80 x 25 mm fans) : CANO i300 sun) i nical 
@ 4715MS-12T-B20-A00 38mm 115V Bal 76.6cu.ft/min 13M3951 22.38 = 
© 4715FS-127-820-000 | 38mm | 115V | Ball | S0cuftmin | 13M3048 | 21.96 External | Supply jeriee East. 
- = Mfg. Part No. Depth | Voltage | Bearing Flow Rate Stock No. 1-9+ 
© 4715MS-12T-B30-A00 38mm HBV Ba 88.2cu a 70K9936_| 21.00 119 mm, Terminals, Square, HS, Potted 
@ 4715FS-12T-B30-D00 38mm 115V Bal 90cu. ft/min 70K9932 21.35 © 4715HS-127-B50-AMO 38mm 115V Ba 105.9cu.tmin | 34R2252 = 
@ 4715FS-12T-B40-D00 38mm 115V Bal 100cu. min 13M3949 21.35 @ 4715HS-237-B50-AMO 38mm 230V Ba 105.9cu.tmin | 34R2254 = 
@ 4715MS-12T-B50-A00 38mm MBN Bal 102cu.ftmin [AO RSoa 23.72 119 mm, Terminals, Square, HS, Without Potting 
@ATISFSAZTBSO-DOO | 38mm | eV | Bal | 110cu.flmin [MADRS ae @ATIGHS-127-B5A-A00 | 38mm | 115V | Ball | 105Gcu.timin | 34R2251 | 24.20 
AT15MS-22T-B50-B00_| 38mm _| 220V_| Ball | 102cu‘timin | 6374994 | © 4715HS-23T-B5A-A00 | 38mm | 230V | Ball | 1059cuftmin | 34R2253 |... 
@ 4715FS-23T-B10-D00 38mm 230V Bal 70cu.ft/min 88K2161 20.03 119 mm, Terminals, Square, Potted 
@ 4715MS-23T-B30-A00 38mm 230V Bal 88.2cu.ft/min 73K4057 21.00 @ 4715TS-12T-B50-AMO 38mm 115V Bal 116.49cu.ftmin | 34R2256 =e 
@ 4715FS-23T-B30-D00 38mm 230V Bal 90cu. wl 70K9934 21.00 @ 4715TS-231-B50-AMO 38mm 230V Ba 146.49cu.fmin | 34R2258 = 
@ 4715MS-23T-B40-A00_| 38mm | 230V Bal QScuftimin ||RISM3952/5 | NeitsA5 119 mm, Terminals, Square, Without Potting 
@ 4715FS-23T-B40-D00 38mm 230V Bal 100cu.ft/min 13M3950 21.00 @ 4715TS-12T-B5A-A00 38mm 115V Bal 416.49cu.ftimin | 34R2255 34.59 
@4715MS-237-B50-A00_| 38mm | 230V_| Ball | ‘02cu-ftimin | ROKSSI2e 2anS6 @4715MS-237-B5A-A00 | 38mm | 230V | Ba 102cu.imin | 98K9488 | 22.27 
@ ATISFS-237-B50-000_| _36mm_| 280V_|__Ball_|_110cu,fUmin_RROESSS 505 erases @4715TS-257-B5A-A00 | 38mm | 230V | Bal | 11649cufmin | s4R2257 | 
172 mm, Terminals 172 mm, Terminals, Semi Round, AMO, Potted 
@SO1SPCH2T-A10-A00 | démm | N5V_| Ball | 102.scu-ftimin [AGRSESzia ei © 5015PC-12T-B30-AMO | 38mm | 115V | Ball | 211 ouftimin | 34R2259 | 64.62 
@ 5915PC-127-B20-A00 | 38mm | 115V | Ba ‘B6custmin | Taka0s8 |” 59.52 © 5915PC-23T-B30-AM0 | 38mm | 230V | Ball | 211.8cuftmin | 34R2262 | 76.02 
@ 5915PC-12T-B30-A00 38mm 115V Bal 212cu.ft/min 70K9513 69.40 172 mm, Terminals, Semi Round, Potted 
@ 5015PC-237-B10-A00_| 38mm _| 230V_ | Ball__| 102.3cu.ftmin | 70K9938_| 61.51 @ 5915PC-12T-B30-SMO | 38mm | 115V | Ball | 222.30cu.ftimin | 34R2260 = 
@ 5915PC-237-B20-A00_| 38mm | 230V | Ba 166cucfimin_|RLOKO9S90i IGiEoi © 5915PC-237-B30-sMo | 38mm | 230V | Ball | 222.39cu‘timin | 29R0296 | 97.80 
@ 5915PC-23T-B30-A00 38mm_ | 230V Bal 212cu.ftmin | 70K9940 | 69.40 172 mm, Terminals, Semi Round, Without Potting 
60 mm, 2 Lead Wires @ 5915PC-12T-B30-S00 | 38mm | 115V Ball | 222.39cu.ftimin | 34R2261 | 81.47 
© 2442PS-12W-B30-A00_| 30mm | 115V | Ba 9.tou-fmin | RSORISS2a are @ 5915PC-237-830-800 | 38mm | 230V | Ball | 222.30cutimin | 34R2263 | 91.47 
80 mm, 2 Lead Wires 
@ 3110PS-12W-B30-A00 25mm 115V Ba 19.7cu.ft/min 58K7889 = 
@ 3115PS-12W-B10-A00 38mm 115V Bal 19.4cu.ft/min 26H7365 19.49 
> CONTINUED > > CONTINUED > 
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AXIAL FANS 


AC WEATHER RESISTANT AXIAL FANS (CONT.) 


Axial Fans and DC Blower (CONT.) 


External | Supply | Price Each - External | Supply Price Each 
Mfg. Part No. Depth Voltage | Bearing | FlowRate | Stock No. 1-9+ Mfg. Part No. Depth | Voltage | Bearing Flow Rate Stock No. 1-799+ 
80 mm, 2 Lead Wires, Square, Potted 80 mm, 3 Lead Wires 
@ 3110MS-12W-B30-AMO 25mm 115V Ball 24cu.ftmin | 34R2248 ees 08025SS-12N-AT-DO 25mm | 12VDC | Sleeve | 41.32cuftimin | 22AC3573 | 10.23 
@ 3110MS-23W-B30-AMO 25mm 230V Ball 24cu.ftmin | 34R2250 = 08025SS-24Q-AT-DO 25mm | 24VDC | Sleeve | 54.74cuftfmin | 22AC3574 | 10.23 
80 mm, 2 Lead Wires, Square, Without Potting 08038RA-24Q-GA-00 38mm 24VDC Ball 91.82cu.ftmin | 22AC3576 39.60 
@ 3110MS-12W-B30-A00 25mm 115V Ball 24cu.ftimin | 34R2249 22.01 92 mm, 2 Lead Wires 
@ 3110MS-23W-B30-A00 25mm 230V Ball 24cu.ftimin | 08P0793 22.01 09225VA-12Q-CA-00 25mm 12V Ball 96.41cu.ftimin | 99Y7383 25.91 
PIM_159797 09225VA-24Q-CA-00 25mm 24V Ball 96.41cu.ftimin | 99Y7384 26.68 
09232VA-24R-CAS-0 32mm 24V Ball 105.94cu.ftimin | 99Y7385 26.44 
Axial Fans and DC Blower © 09238RA-24P-GA-00 38mm 24VDC Ball 141.26cu.ft/min | 22AC3580 47.08 
92 mm, 3 Lead Wires 
09225SS-12Q-AT-DO 25mm | 12VDC | Sleeve | 64.92cuftimin | 22AC3577 | 11.14 
09225SS-24Q-AT-DO 25mm | 24VDC | Sleeve | 64.98cuftimin | 22AC3578 | 11.11 
PIM_5703440 


LOW POWER, LONG LIFE AC FANS 
Lead wire connection 

Rated Voltage: 100 to 240 VAC 

Frequency 50/60 Hz 

Frame: Plastics (Flammability: UL94V-0), 

Impeller: Plastics (Flammability: UL94V-1) 

Storage Temp.: -30°C to +75°C (Non-condensing) 
Expected life: 60,000 h 

San Ace 120AD fan works while internally converting 
AC power into DC power, providing the superior 
performance of a DC fan with the flexibility of AC input. 
The San Ace 120AD is a perfect cooling solution for 


SANYO DENKI 
Seber 


general industrial machinery, factory automation, and 
= PV inverters. Can be fitted with a low speed sensor; 
nous 15050VA 17250VA 98028GS-12N-AA-00 go online or call regarding pulse sensors and lock 
External | Supply Price Each sensers: 
Mfg. Part No. Depth | Voltage | Bearing Flow Rate Stock No. 1-799+ External Supply Price Each 

119 mm, 2 Lead Wires Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-9+ 
11938MA-24P-GA-00 38mm 24VDC Bal 181.16cu.ftimin | 22AC3583 | 65.71 120 mm, Terminals, Without Ribs 

120 mm, 2 Lead Wires 9AD1201H121 38mm 240V Ball 106cu.ft/min 54X3713 = 
12038VA-24R-GA-00 | 38mm 24V Ba 243.67cu.ftimin | 99Y7386 | 50.03 120 mm, Terminals, With Ribs 

150 mm, 2 Lead Wires 9AD1201H12 38mm 240V Ball 106cu.ft/min 54X3712 pane, 
15050VA-24R-GA-00 | 50mm 24V Ba 346.08cu.ft/min | 99Y7387 | 78.42 PIM_212547 
15050VA-48R-GA-00 | 50mm 48V Ba 346.08cu.ftimin | 99¥7388 | 78.42 

172 mm, 2 Lead Wires 
17250VA-24R-GA-00 | 50mm 24V Ba 346.08cu.ft/min | 99Y7389 | 78.89 none SA N Yo D E N K I 
17250VA-48R-GA-00 | 50mm 48V Ba 346.08cu.ft/min | 99Y7390 | 78.89 ee — 

25 mm, 3 Lead Wires dere s 3 
02510SS-05P-AT-00 10mm 5V Sleeve | 265cuftmin | 99Y7365 | 12.31 
02510SS-12P-AT-00 10mm 12V | Sleeve | 2.65cu.ttmin | 99Y7366 | 12.31 

30 mm, 3 Lead Wires 
03010SS-05N-AT-00 10mm 5V Sleeve 4.24cu. ft/min 99Y7406 7.23 —— — 
030108S-12N-AT-00 | 10mm | 12V | Sleeve | 4.2dcu‘timin | 997407 | 7.23 pei ae 

35 mm, 3 Lead Wires Geptinpian 
03510SS-05N-AT-00 | 10mm 5V Sleeve | 5.65cu.ftimin | 997367 7.69 
03510SS-12N-AT-00 | 10mm 12V | Sleeve | 5.65cu.timin | 997368 7.69 
03515SS-05N-AT-00 15mm 5V Sleeve 5.65cu. ft/min 99Y7369 ToT 
03515SS-12N-AT-00 | 15mm 12v | Sleeve | 5.65cu.timin | 997370 7.27 . 

40 mm, 2 Lead Wires 1098304 408314 
04020VA-12Q-CA-00 20mm 12V Ball 12.36cu.fmin | 99Y7375 17.50 @ Ball bearing © Plastic impeller 
04020VA-24Q-CA-00 | 20mm 24V Ball 12.36cu.ftmin | 99Y7376 | 17.50 © Aluminum frame © Temp. range: -30°C to +60°C 
04028VA-24N-CA-00 | 28mm | 24V Ball | 14.48cu.tmin | 99Y7377 | 15.06 Order Sanyo Denki finger guards separately online or call. 

40 mm, 3 Lead Wires External | Supply Price Each 
04010SS-12N-AT-00 | 10mm 12V | Sleeve | 6.71cu.ftfmin | 99Y7371 6.30 Mfg. Part No. Depth | Voltage | Bearing Flow Rate Stock No. 1-9+ 
04010SS-24N-AT-00 | 10mm | 24V | Sleeve | 67tcuftmin | 99Y7372 | 9.63 120 mm, Terminals 
04015SS-12N-AT-00 45mm 12V Sleeve 7.42cu.ft/min 99Y7373 655 @ 109S024UL 38mm 115V Bal 95.4cu.ft/min 96M6238 = 
04015SS-24N-AT-00 45mm 24V Sleeve 7.42cu.ft/min 99Y7374 8.27 @ 109S074UL 38mm 115V Bal 102.5cu.ft/min 96M6251 = 

50 mm, 3 Lead Wires @ 109S025UL 38mm 230V Ba 95.4cu.timin | 96M6240 a 
05015SS-12R-WT-00 | 15mm | 12V | Sleeve | 14.83cu.timin ] 99Y7378 5.40 160 mm, Terminals 
05015SS-24R-WT-00 | 15mm | 24V | Sleeve | 14.83cu.ftmin | 99Y7379 | 10.71 © 109-602 Simm 200V Bal 300.4cu.ftimin | 96M4987 _ 

60 mm, 2 Lead Wires 172 mm, Terminals 
06015SS-12N-AT-00 15mm | 12VDC | Sleeve | 22.6cu.ftimin | 22AC3567 9.17 @ 109-314 Simm 115V Ba 226.1cu.ft/min | __96M4977 = 
06015VA-24P-CA-00 | 15mm 24V Ball 19.42cu.ftimin | 99Y7380 | 44.24 @ 1098304 Simm 115V Ba 226.1cu.ftimin | _96M6275 = 
06015SS-24N-AT-00 15mm | 24VDC | Sleeve | 226cu.ftimin | 22AC3568 9.17 @ 109-313 Simm 230V Ba 226.1cu.ftimin_ | _96M4976 _ 
06020VA-24Q-CAS-0 20mm 24V Ball 24.72cu.ft/min 99Y7381 14.59 @ 1098303 51mm 230V Bal 226.1cu. ft/min 96M6274 = 
06025VA-24Q-CA-00 | 25mm | 24V Ball | 39.2cuftmin | 99v7382 | 18.35 80 mm, Terminals 

60 mm, 3 Lead Wires @ 109-153 38mm 115V Ba 37.1cu.timin | 96M4968 ae 
06025SS-12N-AT-DO | 25mm | 12VDC | Sleeve | 23.31cu.ft/min | 22AC3569 9.95 @ 109-043UL 42mm 115V Ba 35.3cu.fllmin 96M4961 _ 
06025SS-24R-AT-DO | 25mm | 24VDC | Sleeve | 30.02cu.ftmin | 22AC3570| 9.95 @ 109-044UL 42mm 230V Bal 35.3cufiimin | 96M4962 = 

80 mm, 2 Lead Wires PIM_163799 
08028GS-12N-AA-00 | 28mm | 12VDC | Sleeve | 16.95cu.ftmin | 22AC3575 = 

> CONTINUED > 
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SAN ACE 120 9GA TYPE LOW POWER 

CONSUMPTION FANS 

© Material: Frame, Impeller: plastics (flammability: 
UL94V-0) 

© Motor protection system: current blocking function 
and reverse polarity protection 

@ Dielectric strength: 50/60Hz, 500VAC, 1 minute 
(between lead conductor and frame) 

© Storage temperature: -30°C to +70°C (non-con- 
densing) 

© Lead wire: tred, -black 

@ Sensor: yellow 

© Control: brown 


San Ace 120 9GA Type with PWM control function 


SANYO DENKI 


enables the external control of fan speed, contributing 
to lower noise and higher energy efficiency of devices. It is suitable for use in medical equipment, electrical 
measuring instruments, PV inverters, industrial inverters, LCDs, and arcade amusement machines. (For models 
without PWM control function there is no speed wiring.) 
External | Supply Price Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-899+ 
120 mm, 4 Lead Wires 
9GA1212S4001 25mm 12V Bal 113cuftimin | 15AC9765 = 
9GA1212G4001 25mm 12V Bal 134cu.ftmin | 154C9762 = 
9GA1224S4001 25mm 24V Ba 113cuftmin | 15AC9769 = 
9GA1224G4001 25mm 24V Bal 134cu.ftmin | 15A4C9766 = 
9GA1248S4001 25mm 48V Ba 113cuftmin | 15AC9773 — 
9GA124864001 25mm 48v Bal 134cu.ftmin | 154C9770 - 
120 mm, 4 Lead Wires, PWM Control 
9GA1212P4S001 25mm 12V Bal 113cuftmin | 15AC9764 = 
9GA1212P4G001 25mm 12V Bal 134cu.ftmin | 154C9763 = 
9GA1224P4S001 25mm 24V Bal 113cuftmin | 15AC9768 = 
9GA1224P4G001 25mm 24V Ba 134cu.ftmin | 154C9767 = 
9GA1248P4S001 25mm 48V Bal 113cu.ftimin | 15AC9772 = 
9GA1248P4G001 25mm 48V Ba 134cu.ftmin | 154C9771 = 
PIM_5725811 


SAN ACE 92RF REVERSIBLE FLOW FANS 


© Material: Frame, Impeller: plastics (flammability: UL94V-0) 

@ Motor protection system: current blocking 
function and reverse polarity protection 

@ Dielectric strength: 50/60Hz, 500VAC, 1 minute 
(between lead conductor and frame) 

© Storage temperature: -30°C to +70°C (non-con- 
densing) 

© Lead wire: tred, -black 

® Sensor: yellow 

© Control: brown 


San Ace 92 9RF 9 RF Type wind direction of the 
fan can be switched so fewer fans are required. It 
delivers approximately the same airflow and static 
pressure in both blowing directions, so ventilation 
management is easy. It is suitable for the ventilation of houses, beverage vending machines, food display cases, 
LED lights, and other places where multiple fans are used to blow air in opposite directions. 


SANYO DENKI 


San Ace: 92RF 


External | Supply Price Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-191+ 
92 mm, 4 Lead Wires 
9RF0912P1H001 38mm 12V Ball 42.4cu.ftimin | 16AC2736 ue 
9RF0924P1H001 38mm 24V Ball 42.4cu.ftimin | 16AC2737 ae 
PIM_5725822 


IP68 SERIES DC AXIAL & CENTRIFUGAL FANS 


ebmpapst 
Septet 
(ye6 


DC Axial 
@ Range from 60mm to 190mm 


DC Centrifugal 
@ Ingress protection against dust and water 


IP68 rating on ebm-papst products is to ensure the highest level of protection for the electronics inside the 
enclosure against foreign objects and water, while also protecting the user against potentially harmful contact. 
External Supply Price Each 
Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1-4+ 
119 mm, 2 Lead Wires, DC Axial, Square 
@ 4312U 32mm 12V Ball 100.1cu.ft/min 67H5083 64.25 
@ 4314/2U 32mm 24V Ball 100.1cu.ft/min 40Y1559 58.80 
@ 4114NU 38mm 24V Ball 105.9cu.ft/min 85W2570 87.82 
@ 4114NHU-295 38mm 24V Ball 140cu.ft/min 40Y1558 86.53 
> CONTINUED > 
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IP68 SERIES DC AXIAL & CENTRIFUGAL FANS (CONT.) 


External | Supply Price Each 
Mfg. Part No. Depth | Voltage | Bearing | FlowRate | Stock No. 1-4+ 

120 mm, 2 Lead Wires, DC Axial, Square 

@ 4314U 32mm 24V Ba 100.1cu.ft/min | 67H5088 64.25 
127 mm, 2 Lead Wires, DC Axial, Square 

@ DV5214NU 38mm 24V Ba 158.9cu.ftimin | 57J2574 145.91 
133 mm, 2 Lead Wires, DC Centrifugal, Round 

@ RER13341182TDLO 91mm | 48V Ba 211.9cu.ftimin | 401537 = 
165.1 mm, 2 Lead Wires, DC Centrifugal, Round 

@ RER1602818NTDAU 50.3mm 48V Ba 217cuftimin | 40Y¥1538 — 
171.5 mm, 2 Lead Wires, DC Axial, Round 

@ DV6248U 60.8mm 48V Ba 317.8cu.ftmin | 40Y1536 | 226.93 
171.5 mm, 2 Lead Wires, DC Axial, Square 

@ 6224NMU 50.8mm 24V Ba 206cu.ftimin | 40Y1560 146.91 
171.5 mm, Terminals, DC Axial, Round 

@ 6224NU 50.8mm | 24V Ba 241.3cu.ftmin | 67H5146 | 138.99 
171.5 mm, Terminals, DC Axial, Semi Round 

@ 6424/2U 50.8mm 24V Ba 241.3cu.ftmin | 85M2161 132.09 
@ 6424HU 50.8mm 24V Ba 283cu.ftimin | 85M2163 | 144.93 
@ 6448U 50.8mm 48V Ba 241.3cu.ftmin | 85M2168 | 139.35 
175 mm, 2 Lead Wires, DC Centrifugal, Round 

@ RER175-42/14/2TDMLPU 69mm 24V Ba 353cu.ftimin | 40Y1539 195.83 
190 mm, 2 Lead Wires, DC Centrifugal, Round 

@ RER190-39/14/2TDLOU 69mm 24V Ba 376.7cu.ftmin | 40Y¥1540 | 218.73 
220 mm, 2 Lead Wires, DC Centrifugal, Round 

@ RG160-28/14NU 56mm 24V Ba 123cu.ftmin | 40¥1541 183.82 
@ RG160-28/18NU 56mm 48V Ba 123cu.ftmin | 40Y1542 | 274.58 
60 mm, 2 Lead Wires, DC Axial, Square 

© 634NU-004 25mm | 24V Bal 23.5cuftimin | 85W2580 | 57.14 
@ 632NU 25.4mm 12V Ba 23.5cu.ftimin | 30¥1519 54.68 
@ 632/2HPU 25.4mm 12V Ba 25.9cu.ftimin | 401561 61.74 
@ 614NHU 25.4mm 24V Ba 25.3cu.ft/min | 79R8868 61.64 
@ 634HHU 25.4mm 24V Bal 34.1cu.ftimin | 40¥1562 121.03 
80 mm, 2 Lead Wires, DC Axial, Square 

@ 8412NU 25mm 12V Ba 40.6cu.ftmin | 79R8979 50.07 
@ 8414NMU 25mm | 24V Ba 34.1cu.ftimin | 85M2241 | 79.47 
@ 8414NHU 25.4mm 24V Ba 46.5cu.ftmin | 40Y1564 54.60 
@ 8312HLU 32mm 12V Ba 39.4cu.fimin | 40Y1563 66.63 
@ 8314U 32mm 24V Ba 31.8cu.fimin | 67H5276 60.46 
@ 8314HU 32mm 24V Ba 47.1cu.ftmin | 23R8172 61.74 
92 mm, 2 Lead Wires, DC Axial, Square 

@ 3414NHU 25.4mm | 24V Ba 55.3cu.ftimin | 40¥1557 60.22 
PIM_5465564 
AC CENTRIFUGAL BLOWERS 


@ Housing and impeller: galvanised sheet steel 
® Rotor: partially cast in aluminium 

© Ball bearings 
e 
e 


ebmpapst 
| Bee 


May be mounted in any position 

Mfg. part no. D2E146-AP47-75 IP44 rated 
AC dual inlet, forward curved centrifugal blowers 
offer the advantage of matched motor and impeller in 
a compact space saving design. Integrated external- 
rotor motor is mounted on one side of the housing 
using a bracket. All units supplied pre-wired into 
terminal block including motor start capacitors and 
outlet flange for easy mounting. 


External | Supply Price Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ 

161 mm, 3 Lead Wires 

D2E097-Bl52-A4 146mm 230V Ba 63W2648 303.83 
180 mm, 4 Lead Wires 
@ D2E133-AM67-64 215mm 115V Ba 300cu. ft/min 92B8033 354.42 
@ D2E133-AM47-01 215mm 230V Bal 332.559cu.ftmin | 15B4808 457.32 
180 mm, Wire Leaded 
@ D2E133-AM47-A7 254mm 230V Bal 300cu. ft/min 57K9670 ees 
190 mm, 2 Lead Wires 
@ G2E120-AR54-43 115mm 115V Ba 162cu.ft/min 47M1843 242.86 
225 mm, Terminals 

D2E160-AH02-15 276mm 230V Ba 8675956 | 1146.08 


PIM_202120 
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AC FLATPAKS™ 


@ AL Se ebmpapst 


121mm 135mm 180mm 220mm 
@ Lead wire connection © Suitable for spot cooling 
@ Shallow, compact design 
AC radial blowers with external rotor shaded-pole motors. Impedance protected against overloading. Plastic 
housing on metal mounting plate and plastic impeller. Clockwise rotation viewed from rotor. Air enters through 


center of impeller and exhausts through port in housing. Mount in any position. Can be used for either 
pressurizing or evacuating. RL90 series has 22 AWG, TR 32 leads. RG90 and RG125 series has 22 AWG 


leads. RL160 series has 18 AWG leads. Maximum temperature rating ranges from +50°C to +80°C (please 
refer to datasheets for detailed breakdown). 
External | Supply Price Each 

Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ 
121 mm, 2 Lead Wires 
@ RL90-18/00 37mm 115V Sleeve 24.7cu.f/min 86K9771 85.08 
@ RL90-18/50 37mm 230V Sleeve 23.5cu.ft/min 86K9774 100.03 
135 mm, 2 Lead Wires 
@ RG90-18/06 38mm 115V Ball 27.7cu.fmin 86K9761 74.37 
@ RG90-18/56 38mm 230V Ball 31.8cu.ft/min 86K9765 84.95 
180 mm, 2 Lead Wires 
@ RG125-19/06 40mm 115V Ball 55.3cu. ft/min 86K9753 118.35 
@ RG125-19/56 40mm 230V Ball 50.6cu. ft/min 86K9756 113.29 
220 mm, 2 Lead Wires 
@ RG160-28/06S 56mm 115V Ball 131.3cu.ft/min 86K9757 185.64 
@ RG160-28/56S 56mm 230V Ball 118.9cu.ft/min 86K9760 159.52 
PIM_9268 
CENTRIFUGAL BLOWERS 
@ Lead wire connection e m paps 
@ Ball bearings _ 
© Metal housing Hie feat 
© Steel impeller Available 
© Clockwise rotation as seen from suction side 
© Max. temp. rating: +65°C (G2E185), +60°C (G2E120), 


+40°C (G2E140) 


Single inlet, forward curved centrifugal blowers. Integrated \ he 
external-rotor motor is mounted on one side of the housing 
using a bracket. 
External | Supply Price Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ 
117 mm, 3 Lead Wires 
@ G2G085-AB04-10 76mm 12V Ba 47cu.ftimin 20€8019 202.50 
190 mm, 2 Lead Wires 
@ G2E120-AR54-43 115mm 115V Bal 152cu.ft/min 47M1843 242.86 
226.8 mm, 4 Lead Wires 
G2E160-AY47-01 130mm 230V Bal 214.83cu.ftmin | 26H5417 531.44 
261 mm, 3 Lead Wires 
@ G2E140-AC13-42 130mm 115V Bal 251cu.ft/min 47M 1844 347.52 
@ G2E146-BF05-29 130mm 115V Bal 318cu. ft/min 15B4875 439.90 
261 mm, 4 Lead Wires 
G2D180-BD18-11 125mm 400V Bal 297.23cu.ftmin | 19C8223 | 1037.64 
PIM_90325 


DC CROSSFLOW BLOWERS 


= 


ebmpapst 
Septet 


© 30mm impeller 
© Lead wire connection 
@ Ball bearings 


@ Plastic housing ends 
© Rotational direction clockwise looking at rotor 
@ Air exhaust through housing port 


@ Aluminum fan propeller and air duct housing @ Max. temp. rating: +60°C 

DC blowers with electronically commutated external rotor motor. Fully integrated communication electronics 
with electronic protection against reverse polarity, blocking and overloading by PTC resistor; partially impedance 
protected. 

External Supply Price Each 
Mfg. Part No. Depth Voltage Bearing Flow Rate Stock No. 1+ 

47.5 mm, 2 Lead Wires 

@ QG030-148/12 50mm 12V Ball 44cu.ftimin 53M6367 130.82 

@ QG030-198/12 50mm 12V Ball 59cu. ft/min 1707341 133.05 

@ QG030-303/12 50mm 12V Ball 82cu.ft/min 53M6368 cee 

> CONTINUED > 
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FANS, BLOWERS & IMPELLERS 


BLOWERS & IMPELLERS 
DC CROSSFLOW BLOWERS (CONT.) 
QG030-198/14 50mm 24V Ball 59cu.ft/min 91B4358 167.32 
PIM_90323 
DC BRUSHLESS BLOWERS (TORNADO = © 
sai NMB 
Minebea 


RoHS _ 
Compliant 
Available 
Eon 
RIES, 


WG 


BG0703 Series BG1203 Series 


@ Ball bearings 
@ Lead wire connection 


and impedance are major concerns 
© Temp. rating: -10°C to +60°C (BM4515, BM5125, 
@ Plastic housing and impeller BG0903, BG1203), -10°C to +70°C (BM5115, 
© Operate efficiently in applications where pressure BG0702, BG0703) 
Mfg. part nos. BG0903-B044-000-00, BG0903-B054-000-00, BG0903-B047-000-00+, BG0903-B047- 
00S-00+ are not CE certified.+ indicates not VDE approved. 


External | Supply Price Each 

Mfg. Part No. Depth Voltage | Bearing Flow Rate | Stock No. 1-9+ 
120 mm, 2 Lead Wires 
@ BG1203-B044-000-00 32mm 12V Bal 28.2cu.ftimin | 68K1094 = 
@ BG1203-B054-000-00 32mm 24V Bal 28.2cu.flmin | 92C3773 29.20 
@ BG1203-B055-000-00 32mm 24V Bal 33.2cu.flmin | 61H7678 = 
45 mm, 2 Lead Wires 
@ BM4515-04W-B30-L00 15mm 12V Ba 2.6cu. ft/min 96K7005 12.79 
@ BM4515-04W-B50-L00 15mm 12V Ba 3.5cu.ft/min 68K1095 11.54 
51 mm, 2 Lead Wires 
@ BM5115-04W-B50-L00 15mm 12V Bal 3.5cu. ft/min 68K1096 = 
@ BM5125-04W-B50-L00 25mm 12V Bal 6.7cu.ft/min 69K1649 — 
75.7 mm, 2 Lead Wires 
@ BG0702-B045-000-00 25mm 12V Bal 9.5cu. ft/min 432355 = 
@ BG0703-B044-000-00 30mm 12V Bal 10.6cu.ftmin | 68K1090 15.75 
@ BG0703-B054-000-00 30mm 24V Ba 10.6cu.ftmin | 68K1091 18.14 
93.5 mm, 2 Lead Wires 
@ BG0903-B042-000-00 33mm 12V Ba 20.5cu.ftimin | 1131992 22.11 
@ BG0903-B044-000-00 33mm 12V Bal 28.6cu.ft/min | 68K1092 sss 
@ BG0903-B047-000-00 33mm 12V Ba 38.1cu.fmin | 28H8704 22.11 
@ BG0903-B047-00S-00 33mm 12V Bal 38.1cu.ftimin | 31M8400 = 
@ BG0903-B054-000-00 33mm 24V Bal 28.6cu.ftmin | 68K1093 == 

PIM_68235 

DC BLOWERS 


SANYO DENKI 


109BF12HC2 


109BC12GC7-1 109BD12HC2 9BMB12P2K01 
Spi ; 
Compliant 
Available 
9BFB12P2H003 
® Ball bearing © Temp. rating: -10°C to +60°C, -10°C to +70°C. 
@ Lead wire connection (9BMBXXXXXXX) 
@ Plastic frame and impeller 
External | Supply Price Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-9+ 
120 mm, 3 Lead Wires 
@ 109BF12HC2 32mm 12V Ball 27.54cu.ft/min 04R7258 = 
120 mm, 4 Lead Wires 
@ 9BFB12P2H003 32mm 12V Ball 56.5cu. ft/min 1978929 = 
@ 9BFB24P2H003 32mm 24V Ball 56.5cu. ft/min 1978930 — 
52.6 mm, 3 Lead Wires 
@ 109BC12GC7-1 15mm | 12V | Ball 4.41cu.ft/min 85R9592 = 
76 mm, 3 Lead Wires 
@ 109BD12HC2 30mm 12V Ball 12.71 cu.ft/min 04R7257 Ee 
> CONTINUED > 


elementiu 1851 


FANS, BLOWERS & IMPELLERS @ Indicates ROHS Compliant 4] Find Datasheets Online 


BLOWERS & IMPELLERS 
DC BLOWERS (CONT.) BACKWARD CURVED MOTORIZED IMPELLERS AND INLET RINGS (CONT.) 
External | Supply | Price Each External | Supply | Price Each 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-9+ Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ 

94.5 mm, 3 Lead Wires 225 mm, 4 Lead Wires 

@ 109BM12GC2-1 33mm 12V Ba 26.84cu. ft/min 85R9642 _— R2E225-BD40-28 99mm 115V Ba iff 42H5432 283.19 
97.1 mm, 4 Lead Wires R2E225-BD92-37 99mm 230V Ba 9 14R4619 384.87 
@ 9BMB12P2K01 33mm 12V Ba 56.8cu.ft/min 04R7263 — R2E225-RA92-09 99mm 230V Ba 414.95cu. ft/min 18X3761 234.04 
@ 9BMB24P2G01 33mm 24V Ba 47.7cu. ft/min 4078526 = 225 mm, 7 Lead Wires 

@ 9BMB24P2kK01 33mm 24V Ba 56.8cu. ft/min 04R7264 - @ R2E225-BD92-19 99mm 230V Ba a 25H7915 391.16 
97 mm, 3 Lead Wires 225 mm, Wire Leaded, AC Motorized Impeller 

@ 9BMB12S201 33mm 12V Ba 43.1cu.ft/min 06W4762 — @ R2E225-BE51-09 88.3mm 115V Ba 756cu.ft/min 86K9788 214.53 
@ 9BMB12G201 33mm 12V Ba 47.3cu.ft/min 06W4760 _ @ R2E225-BE47-09 88.3mm 230V Ba 756cu.ft/min 86K9787 239.87 
@ 9BMB24S201 33mm 24 Ba 43.1cu.ft/min 06W4763 = 250 mm, 4 Lead Wires 

@ 9BMB24G201 33mm 24V Ba 47.3cu ft/min 5479857 — R2E250-RA50-09 99mm 230V Ba it 08X6122 432.18 
97 mm, 4 Lead Wires R2E250-AS47-09 99mm 230V Ba oe 79R8349 398.98 
@ 9BMB12P2F01 33mm 12V Ba 36.7cu. ft/min 06W4761 = 250 mm, 6 Lead Wires 
PIM_147141 R2D250-AF 10-12 99mm 400V Bal ; 0171267 503.12 


252 mm, 3 Lead Wires with Connector, AC Motorized Impeller 


BACKWARD CURVED MOTORIZED IMPELLERS AND @ R2E220AA4498 Timm | 115V Ba 530cu.fimin | 9185571 | 189.32 
INLET RINGS ebm papst 252 mm, 7 Lead Wires, AC Motorized Impeller 
re @ R2E220-AA40-71 71mm 230V Ba 530cu.ft/min 6700652 161.02 
Gee tinoiat 281 mm, 4 Lead Wires 
vane R1G280-AE45.52 | 125mm | 24V | Ball | 1030.01cuftmin | 67H5014 = 
AY @ 312 mm, 4 Lead Wires, AC Motorized Impeller 
@ R4E310-AE13-16 132mm 115V Ba 1265cu.ft/min 86K9789 370.98 
318 mm, 2 Lead Wires, AC Motorized Impeller 
R4E310-AE05-17 154mm 230V Ba 1260cu.ft/min 67H5022 = 


318 mm, 8 Lead Wires 
R3G310-AN43-71 | 119.5mm | 230V Ba 1065.32cu.ftimin | 74x7709 | 1293.20 


REF100-11/12 R2E175-AC77-18 Accessories 
@ Plastic impeller © Ball bearings For Use | Price Each 
@ 50/60Hz © Lead wire connection Mfg. Part No. Type With Stock No. i+ 
© Horizontal or vertical mounting @ 96358-2-4013 | Inlet Ring | EBM Papst 225mm Motorized Impellers, Centrifugal | 01N4566 | 29.47 
Impeller does not require a scroll housing, although an inlet ring is recommended; order separately below. Blowers & Fans 
@ 9566-2-4013 | Inlet Ring] EBM Papst R2E133-BB72-13 Motorized Impellers | 86K9948 10.38 
External | Supply Price Each @ 9588-2-4013 | Inlet Ring] EBM Papst 175, 180 & 190 Motorized Impellers | 86K9949 | 15.06 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ @ 9609-2-4013 | Inlet Ring EBM Papst Motorized Impellers 88K1506 | 30.77 
100 mm, 3 Lead Wires, DC Motorized Impeller © 9597-2-4013 |InletRing/EBM Papst R1G225, R4E225-AR, R4E225-BB| 93K7666 | 25.44 
@ REF100-11/14 25mm 24V Bal 50.6cu. ft/min 67H4999 78.62 Series Motorized Impellers 
104 mm, 3 Lead Wires, DC Motorized Impeller PIM_9370 
REF 100-11/12/2 24.9mm 12V Bal 50.6cu. ft/min 94H7049 94.22 
125 mm, 2 Lead Wires, DC Motorized Impeller Blowers / Centrifugal 
@ RER125-19/14N 35mm 24V Bal 64.7cu.ft/min 86K9748 76.91 Price Each 
133.35 3 Lead Wi External | Supply MceiEae) 
JO MM).oibead Wires: - Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ 
R2S133-AE17-43 Tamm 230V Ba 164.8cu.ftimin_ | 55X2396_| 200.65 100 mm, 3 Lead Wires, DC Motorized Impeller 
133 mm, 2 Lead Wires, AC Motorized Impeller @ REF100-11/14 25mm 24V Bal 50.6cu.ft/min 67H4999 78.62 
@ R2E133-BH72-13 9mm 115V Ba 203cu.ftimin | 86K9781_| 148.20 __ 104 mm, 3 Lead Wires, DC Motorized Impeller 
@ R2E133-BH66-05_| 91mm | 230V_| Bal 203cu.fmin [SSK 2a Tonto? REF100-11/12/2 | 249mm | 12V Ba 50.6ouftmin | 9447049 | 94.29 
170 mm, 4 Lead Wires, AC Motorized Impeller 125 mm, 2 Lead Wires, DC Motorized Impeller 
@ R2E140-AS77-05 72mm 230V Bal 215cu. ft/min 79K4125 176.13 @ RER125-19/14N 35mm DAV Bal 64.7cu.ftimin 86K9748 76.91 
175 mm, 4 Lead Wires 133 mm, 2 Lead Wires, AC Motorized Impeller 
R2E175-AC77-05 54.5mm : 230V Ba wii 05C3504 235.09 @ R2E133-BH72-13 91mm 115V Bal 203cu.f/min 86K9781 148.20 
175 mm, 4 Lead Wires, AC Motorized Impeller @ R2E133-BH66-05 o1mm 230V Bal 203cu.ftimin 88K1162 100.02 
R2E175-AC91-05 63mm 400V Bal 245cu.ftimin | 34€9708 | 212.93 170 mm, 4 Lead Wires, AC Motorized Impeller 
175 mm, 4 Lead Wires, DC Motorized Impeller @ R2E140-AS77-05 72mm 230V Ba 215cu.ft/min 79K4125 176.13 
@ R1G175-AB63-02 69mm 24V Bal 330cu. ft/min 86K9778 313.32 175 mm, 4 Lead Wires, AC Motorized Impeller 
PRIGIE-ABATO2 | “6Smm | ABV” | Ba 330cu.ftimin [RBS BBN ROET7S-AC91-05 | 63mm | 400V | Bal 2abcuimin | 3409708 | 212.93 
175 mm, Wire Leaded, AC Motorized Impeller 175 mm, 4 Lead Wires, DC Motorized Impeller 
LQ REIMS-ACTI-18 | 47mm | 230V_| Ball | 20cuftimin | 10R6566 | 188.37 _  — “@ RIGI75-AB63-02 | 69mm | 24V Ba 330cuftmin | 86K9778 | 313.32 
@ R2E175-A079-12 62mm 115V Bal 320cu.ft/min 86K9782 148.06 @ R1G175-AB41-02 69mm 48V Ba 330cu.ft/min 86K9777 288.47 
180 mm, 2 Lead Wires, AC Motorized Impeller 175 mm, Wire Leaded, AC Motorized Impeller 
R2E180-CB28-01 54.5mm 230V Bal 291.35cu.ft/min 18J0532 186.30 @ R2E175-AC77-18 47mm 230V Ba 320cu ft/min 10R6566 188.37 
190 mm, 2 Lead Wires, AC Motorized Impeller @ R2E175-A079-12 62mm 115V Bal 320cu.ftimin 86K9782 148.06 
@ R2E190-A026-25 | 68.5mm |  230V Bal 365cu.ftimin | 86K9784 95.15 180 mm, 2 Lead Wires, AC Motorized Impeller 
190 mm, 4 Lead Wires, AC Motorized Impeller R2E180-CB28-01 | 54.5mm | 230V Bal 291.35cu.ftimin | 18J0532 | 186.30 
@ R2E190-A050-16 | 68.5mm | 115V Bal 365cu.ftimin | _86K9783 ees 190 mm, 2 Lead Wires, AC Motorized Impeller 
220 mm, 2 Lead Wires, AC Motorized Impeller @ R2E190-A026-25 | 685mm | 230V | Bal 365cuftimin | 86K9784 | 95.15 
@ R2E220-AA44-23 63mm 115V Bal 530cu. ft/min 86K9786 120.81 190 mm, 4 Lead Wires, AC Motorized Impeller 
@ R2E220-AA40-23 63mm 230V Bal 530cu. ft/min 86K9785 125.69 @ R2E190-A050-16 68.5mm 415V Bal 365cu.ft/min 86K9783 = 
220 mm, 4 Lead Wires, DC Motorized Impeller 220 mm, 2 Lead Wires, AC Motorized Impeller 
@ R1G220-AB35-52_ | 7imm | 24V Ba S2tcumin | 176805 | 264.57 =“ @ RIED20-AAA4-23. | 63mm | 115V Ba 530cuftmin | 86K9786 | 120.81 
221.4 mm, 4 Lead Wires @ R2E220-AA40-23 | 63mm | 230V | Bal 530cuftmin | 86K9785 | 125.69 
R2E220-AA40-80 ; ‘im 230V = is 30C1738_| 207.50 220 mm, 4 Lead Wires, DC Motorized Impeller 
225 mm, 3 Lead Wires with Connector, AC Motorized Impeller @ R1G220-AB35-52 71mm DAV Ba 621cu.ft/min 1706805 | 264.57 
@ R2E225-BES1-13 107mm M5V Bal 756cu.ftimin 26H0786_| 420.06 225 mm, 3 Lead Wires with Connector, AC Motorized Impeller 
@ R2E225-BE51-13 107mm 115V Bal 756cu. ft/min 26H0786 420.06 
> CONTINUED > > CONTINUED > 
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FANS, BLOWERS & IMPELLERS 


WIRE FORM FAN GUARDS (CONT.) 


BLOWERS & IMPELLERS 


External | Supply | Price Each Frame Fixing | Price Each" 
Mfg. Part No. Depth Voltage | Bearing Flow Rate Stock No. 1-4+ Mfg. Part No. Size Centers Stock No. 1-9+ 
225 mm, Wire Leaded, AC Motorized Impeller Steel, Fig. 4 
@ R2E225-BE51-09 88.3mm 115V Bal 756cu.ft/min 86K9788 214.53 @ MC32682 25mm 23.3 mm 56P2958 0.19 
@ R2E225-BE47-09 88.3mm 230V Bal 756cu.ft/min 86K9787 239.87 Steel, Fig. 2 
252 mm, 3 Lead Wires with Connector, AC Motorized Impeller @ MC32683 30 mm 24mm 56P2959 1.31 
@ R2E220AA4498 71mm 115V Bal 530cu.ft/min 91B5571 189.32 @ MC32684 35 mm 29.5 mm 56P2960 4.31 
252 mm, 7 Lead Wires, AC Motorized Impeller @ MC32689 40 mm 32 mm 56P2965 1.09 
@ R2E220-AA40-71 71mm 230V Ba 530cu.ft/min 67C0652 161.02 Steel, Fig. 3 
312 mm, 4 Lead Wires, AC Motorized Impeller @ MC32690 50 mm 42 mm 56P2966 1.26 
@ R4E310-AE13-16 132mm 115V Bal 1265cu.ftmin | 86K9789 370.98 Steel, Fig. 4 
318 mm, 2 Lead Wires, AC Motorized Impeller @ MC32696 60 mm 50 mm 56P2972 1.09 
R4E310-AE05-17 154mm 230V Bal | 1260cu.ftmin | 67H5022 = Steel, Fig. 5 
PIM_5511010 @ MC32704 80 mm 71.5 mm 56P2980 4.44 
@ MC32705 80 mm 71.5 mm 56P2981 1.05 
FAN KITS r) @ MC32794 80 mm 71.5mm 56P2990 1.52 
multicomp = 2. 
@ MC32703 80 mm 101.1 mm 56P2979 1.44 
Ose @ M(C32663 120 mm 104.8 mm 56P2940 au 
Aen @ MC32671 162 mm 216.4 mm 56P2948 3.37 
@ & Steel, Fig. 7 
@ MC32712 92 mm 8.25 mm 56P2988 4.44 
@ MC32711 92 mm 82.5 mm 56P2987 ‘lsei) 
Steel, Fig. 8 
@ MC32666 120 mm 104.8 mm 56P2943 1.87 
@ MC32793 120 mm 104.8 mm 56P2989 2.13 
iiesease sicabia9 @ MC34229 150 mm 152.6 mm 32R8497 4.19 
© Rated voltage: 115 or 220 VAC 50/60 Hz © Media: polyurethane foam UL 94HF-1 rated PIM_142212 
@ Fans: UL (for Canada and US) recognized © Material: plastic UL-94-0 rated for UV 
Fan kits include: fan, wire guard or fan filter and cord. Plug: NEMA1-15P or NEMA6-15P, #8 ring terminal. Cord Fan guards are constructed of C1008 steel and have a bright nickel chrome finish. For use with square fans 
length: 72” except mfg. part no. MC32678, which is for use with a round fan. 
_ WeticelEachy Frame Fixing Price Each 
Mfg. Part No. | Flow Rate Description Stock No. 1-49+ Mfg. Part No. Size Centers Stock No. 4-94 
@ MC36423 31cu.f/min Square Fan, Filter & Cord, 145VAC 4074133 24.13 Steel, Fig. 1 
@ MC36432 31cu.ft/min Square Fan, Filter & Cord, 220VAC 4074142 = @ MC32665 420 mm 104.8 mm 56P2942 1.74 
@ MC36422 31cu.ft/min Square Fan, Wire Guard & Cord, 1145VAC 4074132 23.04 @ MC33024 427 mm 113.3 mm 87P0757 0.88 
@ MC36431 31cu.ft/min Square Fan, Wire Guard & Cord, 220VAC. 40T4141 = Steel, Fig. 2 
@ MC36425 80cu.ft/min Square Fan, Filter & Cord, 1145VAC 4074135 26.29 @ MC32664 120 mm 104.8 mm 56P2941 4.91 
@ MC36434 80cu.ft/min Square Fan, Filter & Cord, 220VAC 4074144 31.53 Steel, Fig. 3 
@ MC36424 80cu.ft/min Square Fan, Wire Guard & Cord, 115VAC 4074134 a @ MC32669 420 mm 104.8 mm 56P2946 2.83 
@ MC36433 80cu.ft/min Square Fan, Wire Guard & Cord, 220VAC. 4074143 — Steel, Fig. 4 
@ MC36427 103cu.ft/min Square Fan, Filter & Cord, 115VAC 4074137 26.29 @ MC32670 427 mm 113.3 mm 56P2947 2.76 
@ MC36436 103cu.ft/min Square Fan, Filter & Cord, 220VAC 4074146 ae Steel, Fig. 5 
@ MC36426 103cu.ftmin Square Fan, Wire Guard & Cord, 115VAC 4074136 25.21 @ MC32653 167.5 mm 167.5 mm 56P2930 4.44 
@ MC36435 103cu.ft/min Square Fan, Wire Guard & Cord, 220VAC 4074145 as Steel, Fig. 6 
@ MC36430 240cu.ft/min Semi Round Fan, Filter & Cord, 1145VAC 4074140 42.01 @ MC32654 478 mm 178 mm 56P2931 4.29 
@ MC36439 240cu.ft/min Semi Round Fan, Filter & Cord, 220VAC 4074149 ens Steel, Fig. 7 
@ MC36429 240cu.ftmin | Semi Round Fan, Wire Guard & Cord, 115VAC | 40714139 40.59 @ MC32655 240 mm 240 mm 56P2932 9.34 
@ MC36438 240cu.ftmin | Semi Round Fan, Wire Guard & Cord, 220VAC | 40714148 = Steel, Fig. 8 
@ MC36428 600cu.ft/min Round Fan, Wire Guard & Cord, 1145VAC 4074138 == @ MC32678 162mm 162 mm 56P2954 3.69 
@ MC36437 600cu.ft/min Round Fan, Wire Guard & Cord, 220VAC 4074147 = PIM_5589846 
PIM_195445 
Wire Form Fan Guards @ 
WIRE FORM FAN GUARDS Rae in Cz) multicomp 
woe MUltComp 


Fig. 1 | 
(@) Fig. 2 Fig. 3 Fig. 4 


Fig. 5 


S 
@) 


o 
io 
D4 


Fig. 6 Fig. 7 Fig. 8 
Fan guards are constructed of C1008 steel and have a bright nickel chrome finish. For use with square fans 
except mfg. part no. MC32671, which is for use with a round fan. 
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Fig. 5 Fig. 6 Fig. 7 
Fan guards are constructed of C1008 steel and have a bright nickel chrome finish. For use with round fans. 
Frame Fixing Price Each 
Mfg. Part No. Size Centers Stock No. 1-9+ 
Steel, Fig. 4 
@ MC32796 162mm 162.1 mm 56P2992 3.61 
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FAN ACCESSORIES 
aS ‘iy PricoEach. © FAN FINGER GUARDS (CONT.) 

Mfg. Part No. Size Centers Stock No. 1-9+ Frame Fixing Price Each 
Steel, Fig. 2 Mfg. Part No. Size Centers Stock No. 1-9+ 
@ MC32681 162 mm 162.1 mm 56P2957 SGI Plastic, Square 
Steel, Fig. 3 LZ23-2 92mm 82.5 mm 26H2983 7.53 
@ MC32679 162 mm 161.9 mm 56P2955 6.95 LZ23-3 92mm 82.5 mm 2709577 7.53 
Steel, Fig. 4 @ 1230-6 119 mm 105 mm 86K9744 11.52 
@ MC32680 162 mm 161.9 mm 56P2956 1.06 LZ33-1 127 mm 113.5 mm 67H4980 8.77 
Steel, Fig. 5 LZ33-2 127mm 113.5 mm 67H4981 8.15 
@ MC32656 162 mm 162 mm 56P2933 8.21 Steel, Round 
Steel, Fig. 6 @1227 150 mm 152 mm 86K9741 8.56 
@ MC32652 254 mm 173.99 mm 56P2929 2.73 @ 3749-2-4039 150 mm 162 mm 86K9827 11.76 
Steel, Fig. 7 @ 1224 150 mm 162.1 mm 93K7590 8.54 
@ MC32651 254 mm 174 mm 56P2928 8.47 @ 9498-2-4039 150 mm 162.1 mm 86K9803 USB 

PIM_5589855 @1237 172 mm 122 mm 10R8437 9.88 
@ 1226 172 mm 152 mm 16F7913 9.65 
PLASTIC FAN GUARDS Geperr Hk ar Square 200 mm 240 mm 86K9926 34.61 
Available u 
mu icomp @ 1228 60 mm 50 mm 86K9742 2.34 
@ 1232P 80 mm 71.32 mm 16F7914 2.65 
@ LZ22N 80 mm 71.37 mm 86K9738 5.36 
@ 1223 92mm 82.42 mm 86K9739 4.73 
@ 1230 119 mm 104.8 mm 86K9743 oreo 
@ 1225 135 mm 122 mm 88K2725 7.59 
@ 1253 140 mm 183 mm 79R8107 8.49 
MC33018 MC32693 
PIM_73332 
FINGER GUARDS Geptinpian @) G SANYO DENKI 


MC32662 MC32659 MC33047 
Black plastic material is UL rated at 94V-0. 
Frame Fixing Price Each 
Mfg. Part No. Size Centers Stock No. 1-9+ 
Plastic 
@ MC33018 40 mm 32mm 87P0753 0.76 
@ MC32693 60 mm 50 mm 56P2969 0.92 
@ MC32699 80 mm 71.4mm 56P2975 1.26 
@ MC32708 92 mm 82.5 mm 56P2984 1.35 
@ MC32659 120 mm 104.8 mm 56P2936 1.96 
@ MC32662 120 mm 104.8 mm 56P2939 1.22 
@ MC33047 162 mm 162 mm 87P0765 3.78 
PIM_142210 
RoHS 
FAN FINGER GUARDS Eos ebm p apst 
Available 
56 (14.2) #282 (74.16) 
4-9.18 (4.57) -18 (4.57) al 2 
a ala 
ai °| 4.18 (4.87)7" yeas g 
q 56 (14.2) 
+ =a = — 
3 L223 
4 - 18 (4.57) 
al él "2 
al 5 Ny 
aly 
8 a 16 (4) 
¢ | 
#56 (14.2) 
a PE i=inF} 


LZ28 
© LZ23-3 - A3 barbed inserts* 


Plastic / Square guards, part number mounting 
guide: © LZ30-6 - A4 barbed inserts* 


@ LZ33-1 -A2 screw connection 
© LZ33-2 - A4 barbed inserts* 


@ LZ32-3 - A3 barbed inserts* 

@ LZ32-2 -A1 screw connection 
@ LZ23-2 -A1 screw connection 
Designed for use with ebm-papst AC and DC axial fans; order separately; go online or call. *Suitable for bore 
diameters 4.3 - 4.7 only. 


Frame Fixing | Price Each 
Mfg. Part No. Size Centers Stock No. 1-9+ 
Plastic, Square 
LZ32-3 80 mm 71.5 mm 05C3874 3.84 
@ 1232-2 80 mm 71.5 mm 05C3875 4.67 
> CONTINUED > 


KM120 KM127 


Constructed of steel wire with 0.0005” plating thickness. Welded joints can withstand a minimum of 220lbs. 
of separation force. Designed for use with Sanyo Denki DC tubeaxial fans; order separately; go online or call. 


Frame Fixing Price Each 

Mfg. Part No. Size Centers Stock No. 1-9+ 
Steel 
@ KM40 40 mm 32mm 96M1888 a 
@ KM60 60 mm 50.04 mm 96M1889 ss 
@ KM80 80 mm 71.37 mm 96M1890 oe 
@ KM92 92 mm 82.8 mm 96M1891 = 
@ KM120 120 mm 104.9 mm 96M1885 a5 
@ KM127 127 mm 113.3 mm 96M1886 ne 
@ KM172 172mm 162.1 mm 96M1887 = 
PIM_114882 
PLASTIC FAN GUARDS 


Soe 0 ualtek 


Electronics Corp. 


4Z 


09121-G 09122-G 09450-G 09651-G 


For use with tubeaxial fan sizes 40mm (1.57”) through 150mm (5.90”). 6.35mm (0.25”) maximum ring spacing 
for compliance with domestic and international safety requirements. 152mm (5.98") fan guard also available; 


go online or call. 
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PLASTIC FAN GUARDS (CONT.) 


7 
Sa 
RS 


| Frame Fixing Price Each MA ‘ 
Mfg. Part No. Size Centers Stock No. 1-94 i if {(/ 
Plastic WA 
@ 09150-G 40 mm 32mm 52F7184 0.39 
@ 09250-G 60 mm 50 mm 95F7336 0.46 @ 
eos a cose — a F ith tubeaxial fan sizes 1.5” inn h 10" (254). 0.250" maximum ri ing f . : ith 
© 09326-6 80mm 71.4 mm a7F3921 BE. cuetcndinonioaanvarny colicin ENGENAN aE DIO. 
@ 09080-G 80 mm 71.4mm 52F7185 0.78 Femnc Fixing Price Each 
© 09362-6 calli 625mm Ca 0.84 Mfg. Part No. Size Centers Stock No. [19+ 
@ 09450-G 120 mm 104.65 mm 87F3915 1.03 Steel, Fig. 1 
© 09120-6 120 mm 104.8 mm peaiee 1.01 © 08128 720 mm 104.8 mm 88K2079 1.75 
@ 09122-G 120 mm 104.8 mm 91F9620 0.91 Steel, Fig. 2 
© 09121-6 Je0 min iO Sine GLA 0.45 © 08129 120 mm 104.8 mm 93K7623 744 
@ 09651-G 150 mm 151.13 mm 82K9386 2.52 Steel, Fig. 3 
PIM_67094 @ 08130 120mm 104.8 mm 88K2080 1.09 
Steel, Fig. 4 
WIRE FAN GUARDS Soper @ 08170 120 mm 104.8 mm 93K7625 0.86 
Available Uu a Ite k Steel, Fig. 5 
ee @ 08150 127 mm 113.3 mm 90F2316 2.23 
Electronics Corp. 
Steel, Fig. 6 
O @ 08126 150 mm 162.1 mm 93K7621 2.03 
iN : 
vy Steel, Fig. 7 
@ 08169 150 mm 162.1 mm 17B6456 2.31 
Steel, Fig. 8 
@ 08127 254 mm 174mm 93K7622 3.11 
Fig. 1 Fig. 4 PIM_5589889 
Q p a 
a  —=_*~ PLASTIC FAN GUARD & FILTER RoHS Cry 
Ss) (®) ASSEMBLIES Seopa multicomp 
? y LS 
ef —\. PA SS, 
Fig. 5 Fig. 6 Fig. 7 Fig. 8 
For use with tubeaxial fan sizes 1.5” (40) through 10” (254). 0.250” maximum ring spacing for compliance with 
domestic and international safety agency requirements. 6” fan guard also available; go online or call. 
Frame Fixing Price Each 
Mfg. Part No. Size Centers Stock No. 1-9+ MC32687 MC32694 MC32701 MC32709 
Steel, Fig. 4 
@ 08245 25mm 34.2 mm 16M2616 0.14 
Steel, Fig. 2 
@ 08346 30 mm 24mm 82K9338 0.69 
@ 08347 35 mm 29mm 82K9339 0.77 
@ 08149 40 mm 32mm 88K2085 0.60 
Steel, Fig. 3 piiacoiibes 
- Assemblies consist of a finger guard, foam filter and retainer. Guards and retainers are manufactured using 
© 08248 50 mm 40 mm 1786473 0.63 high impact plastics which all meet UL94-VO flammability requirements. Foam filter is manufactured to meet 
@ 08148 50 mm 42mm 88K2084 0.35 UL94HF1 smoke generation requirements. 
Steel, Fig. 4 Frame Fixing Price Each 
@ 08147 60 mm 50 mm 93K7624 0.42 Mfg. Part No. Size Centers Stock No. 1-99+ 
Steel, Fig. 5 Plastic, PU (Polyurethane) Foam, 30 PPI 
@ 08172 80 mm 71.37 mm 88K2086 0.57 @ MC32687 40 mm 32 mm 56P2963 2.34 
@ 08132 80 mm 71.37 mm 88K2081 0.70 @ MC32694 60 mm 50 mm 56P2970 2.60 
Steel, Fig. 6 @ MC32700 80 mm 71.4mm 56P2976 1.48 
@ 08174 92mm 82.42 mm 88K2087 0.63 @ MC32660 120 mm 104.9 mm 56P2937 3.93 
@ 08134 92mm 82.55 mm 88K2082 0.86 Plastic, PU (Polyurethane) Foam, 45 PPI 
Steel, Fig. 7 @ MC32688 40 mm 32 mm 56P2964 1.28 
@ 08141 120 mm 104.8 mm 88K2083 1.51 @ MC32695 60 mm 50 mm 56P2971 2.60 
Steel, Fig. 8 @ MC32701 80 mm 71.4mm 56P2977 2.70 
@ 08213 120 mm 104.8 mm 88K1302 1.14 @ MC32676 162 mm 162.4 mm 56P2952 5.40 
PIM_87093 Plastic, PU (Polyurethane) Foam, 60 PPI 
@ MC32677 162mm 162.4 mm 56P2953 5.40 
Fan Finger Guards Spire a PU (Polyurethane) Foam, 30 PPI 
pete (i) ua | te k @ MC32709 92 mm 82.6 mm 56P2985 3.03 
a PU (Polyurethane) Foam, 45 PPI 
Electronics Corp.“ @ mic32710 92 mm 82.6 mm 56P2986 1.66 
av —— ae EWS - a 120 mm 104.9 mm 56P2938 3.93 


( 
Pan 


Fig. 3 


1.800.463.9275 © newark.com 
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Fig. 4 
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EMI/RFI FAN FILTERS Sepiiniiat multicomp 
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PLASTIC FAN FILTER ASSEMBLIES (CONT.) 


Frame Fixing Price Each 
Mfg. Part No. Size Centers Stock No. 1-9+ 
Plastic, Foam, 45 PPI 
@ 09150-F45 40 mm 32mm 16F085 1.54 
@ 09250-F/45 60 mm 50 mm 95F7335 1.65 
@ 09325-F/45 80 mm 71.37 mm 87F3920 1.74 
@ 09362-F/45 92mm 82.6 mm 87F3924 2.01 
@ 09450-F/45 120 mm 104.7 mm 87F3914 2.55 
= @ 09650-F/45 150 mm 161.5 mm 04M4694 3.52 
J PIM_87096 
MC32637 MC32638 MC32795 
ee ee es pret “einen 
ixi Price Each Frame Fixing | Price Each 
Mfg. Part No. peg oe Stock No. 1-99+ Mfg. Part No. Size Centers Stock No. 1-9+ 

Aluminium / Stainless Stee! Steel 

@ MC32638 60 mm 50 mm 56P2915 3.00 @ QSB-40-01 40 mm 32 mm 21M7155 5.66 

@ MC33016 80 mm 71.4mm 87P0751 3.50 @ QSB-60-01 60 mm 50 mm 21M7156 8.58 

@ MC32641 92 mm 82.5 mm 56P2918 3.83 © QSB-80-01 Sonim oom TAR, 12.04 

@ MC32636 120 mm 104.8 mm 56P2913 4.67 EM 

@ MC32795 162 mm 162 mm 56P2991 6.33 

Black Anodized EMIRFI FAN FILTERS Son 

@ MC32637 60 mm 50 mm 56P2914 3.00 Available Ua | te k 

@ MC32639 80 mm 71.4mm 56P2916 3.50 Electronics Corp. 

@ MC32640 92 mm 82.5 mm 56P2917 3.83 

@ MC32635 120 mm 104.8 mm 56P2912 4.67 - 

PIM_142213 ie = i 

FAN FILTER ASSEMBLIES REPLACEMENT 2% aly t / 

MEDIA _ ericne EOMPANS - 

Anodized (Black) Finish Mill (No Finish) Stainless Steel 

@ Mill finish enhances EMI/RFI shielding and durability 


Designed for use with ebm-papst AC and DC axial fans; order separately; go online or call. 


Frame Fixing Price Each 
Mfg. Part No. Size Centers Stock No. 1-4+ 
@ 1260 120 mm 104.8 mm 86K9745 16.12 
PIM_194426 


PLASTIC FAN FILTER ASSEMBLIES 


Gop tinsian 
< a ‘ompliant 
Guard, Media and Retainer Available 


Qualtek 


Electronics Corp. 


09250 Media 
Assemblies consist of guard, polyurethane foam filter media, and media retainer for axial fans. Polyurethane 


val media has high surface area for filtration of dust particles and is designed to produce minimal pressure 
Top. 

Frame Fixing Price Each 

Mfg. Part No. Size Centers Stock No. 1-9+ 
Plastic, Foam, 30 PPI 
@ 09150-F30 40 mm 32mm 16F084 1.54 
@ 09250-F/30 60 mm 50 mm 95F7334 1.27 
@ 09325F/30 80 mm 71.37 mm 90F1254 1.74 
@ 09362-F/30 92 mm 82.6 mm 95F7339 2.01 
@ 09450F/30 120 mm 104.7 mm 90F1255 2.55 
> CONTINUED > 


@ Provide maximum airflow with effective filtering @ Allunits are easily washed in a solvent or 


© Tightly-woven corrugated mesh screen is encased degreaser and can be mounted directly to the fan 
in a formed aluminum frame built for ruggedness or to a panel 
Designed to fit standard 2.5” (60), 3.125” (80), 3.625” (92), and 4.5” (120) tubeaxial fans. Suffix in mfg. part no. 
denotes finish: B = anodized (black), M = mill (no finish), SS = 30 x 30 stainless steel convoluted mesh with 
stainless steel frame. Also available in clear (irridite) - C suffix; go on line or call. 
Frame Fixing Price Each 
Mfg. Part No. Size Centers Stock No. 1-9+ 
Aluminium, Stainless Steel, Anodized (Black) Finish 
@ 06250-B 60 mm 50 mm 16M2612 2.70 
@ 06325-B 80 mm 71.37 mm 87F3928 3.06 
@ 06362-B 92 mm 82.5 mm 87F3930 2.30 
@ 06450-B 120 mm 104.8 mm 87F3918 3.99 
Aluminium, Stainless Steel, Mil (No Finish) 
@ 06250-M 60 mm 50 mm 3000383 1.90 
@ 06325-M 80 mm 71.37 mm 87F3929 3.06 
@ 06362-M 92 mm 82.5 mm 87F3931 3.04 
@ 06450-M 120 mm 104.8 mm 87F3919 3.99 
Stainless Steel, Stainless Steel, Stainless Steel Finish 
@ 06250-SS 60 mm 50 mm 94B7731 4.54 
@ 06325-SS 80 mm 71.37 mm 94B7732 5.13 
@ 06362-SS 92 mm 82.5 mm 94B7733 4.21 
@ 06450-SS 120 mm 104.8 mm 94B7734 6.66 
PIM_87086 
REPLACEMENT FAN FILTERS 


compat © 
Seon multicomp 


Square Style 1 
Filters are constructed of polyurethane foam and meet UL94HF-1 smoke generation requirements. 


Square Style 2 Round 
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FAN ACCESSORIES 


REPLACEMENT FAN FILTERS (CONT.) FAN CORDS Geptinpiat 
Price per Ce multicomp 
Frame Pkg. 
Mfg. Part No. Size Stock No. 1-99+ 
PU (Polyurethane) Foam, Round, 45 PPI AY ‘\ 
@ MC32673 162 mm 56P2950 4.12 
PU (Polyurethane) Foam, Round, 60 PPI 
@ MC32674 162 mm 56P2951 oe \ \ 
PU (Polyurethane) Foam, Square Style 1, 30 PPI 7 
Straight Plug, ‘\ Cut Straight Plug, NEMA 1-15P 45° Angle Plug, NEMA T Plug, NEMA 6-15P Plug 
@ MC32685 40 mm 56P2961 0.34 Wire Leads Plug 6-15P Plug 
@ MC32691 60 mm 56P2967 1.24 
PU (Polyurethane) Foam, Square Style 1, 45 PPI a & & 
@ MC32686 40 mm 56P2962 22. 
@ MC32692 60 mm 56P2968 2.08 
PU (Polyurethane) Foam, Square Style 2, 30 PPI \ 
@ MC32697 80 mm 56P2973 2.93 45° Angle Plug, Blunt Cut 
@ MC32706 92 mm 56P2982 3.21 T Plug, NEMA 1-15P Plug Right Angle Plug, NEMA Right Angle Plug, Blunt Cut Wire Leads 
1-15P Plug Wire Leads 
@ MC32657 120 mm 56P2934 3.82 @) @ 
PU (Polyurethane) Foam, Square Style 2, 45 PPI Mfg. part no. MC32645 SPT1, 2 conductor with red wire on right side of fan cord rated at 105°C, 300V. Mfg. 
@ MC32698 80 mm 56P2974 2.93 part no. MC32644 SPT1, 2 and 3 Conductor 105°C, 300V. 
@ MC32707 92mm 56P2983 3.21 Cake Voltage Price Each 
@ MC32658 120 mm 56P2935 3.82 Mfg. Part No. Length Rating Stock No. 1-9+ 
PIM_142209 45° Angle Plug, Blunt Cut Wire Leads 
@ MC32649 24” 300V 56P2926 213 
Replacement Filter Media @ MC32650 36” 300V 56P2927 2.50 
Sold in Pkgs. of 5 @ MC33029 120” 300V 87P0758 5.63 
Price per 45° Angle Plug, NEMA 1-15P Plug 
Frame Pkg. @ MC32802 24” 300V 56P2998 1.06 
Mfg. Part No. Size Stock No. 1-9+ @ MC32803 36” 300V 56P2999 3.25 
Foam, 30 PPI @ MC32797 2 300V 56P2993 4.88 
© 09150-M30 40 mm 16F086 1.57 45° Angle Plug, NEMA 6-15P Plug 
© 09325-M/30 80.mm CULE 2.58 @ C3048 36” 300V 87P0766 = 
© 09362-M/30 92mm STRSo12 2.34 Right Angle Plug, Blunt Cut Wire Leads 
© 09450-M/30 120 hmm S7E3916) 3.25 @ MC32647 24° 300V 56P2924 2.13 
Foam, 45 PPI @ MC32648 36" 300V 56P2925 2.50 
© 09250-M/45 60.mm 9557338 1.54 @ mc33022 72 300V 87P0756 3.75 
© 09325-M/45 80.mm 79223 2.58 Right Angle Plug, NEMA 1-15P Plug 
@ 09362-M/45 92mm 87F3913 2.76 @ MC32804 24" 300V 56P3000 1.92 
@ 09450-M/45 120 mm 87F3917 3.25 @ MC32805 36" 300V 56P3001 3.25 
PIM_5511013 @ MC32798 72" 300V 56P2994 4.88 
@ MC33031 12” 300V 87P0760 — 
FAN VIBRATION SLEEVES, FINGER GUARDS & FILTER Straight Plug, Blunt Cut Wire Leads 
MEDIA 0 Ua | te k @ MC32642 24" 300V 56P2919 2.13 
QLM Fan Vibration Sleeves pechanie: corn. @ MC32643 36” 300V 56P2920 2.50 
RoHS @ MC33020 48” 300V 87P0754 2.88 
Gepeinyen Straight Plug, NEMA 1-15P Plug 
@ MC32800 24" 300V 56P2996 1.06 
@ MC32801 36” 300V 56P2997 3.25 
@ MC32799 48” 300V 56P2995 2.32 
T Plug, Blunt Cut Wire Leads 
@ MC32644 24” 300V 56P2921 28 
@ MC32645 24” 300V 56P2922 = 
PIM_142214 


Vibration Sleeve 
@ Reduce the transmission of vibrations to the panel 


housing reducing noise level up to 9dB 
@ Fan vibrations absorbed by the flexible sleeves 


Finger Guard 


@ Easy to attach to axial fans, no tools required 
© Body material: TPE 
© Fire resistance: UL94-V0 


reducing damage and increasing the lifespan of @ Panel thickness (min. - max.) 0.75 - 1.25mm 
the fan 
Fan Price Each 
Mfg. Part No. Size Height Width Stock No. 1-9+ 
@ QLM-40-20-10 40mm 43mm 43mm 21M7149 0.81 
@ QLM-60-30-10 60mm 64mm 64mm 21M7150 4.86 
@ QLM-80-40-10 80mm 84mm 84mm 21M7151 5.62 
@ QLM-92-40-10 92mm 97mm 97mm 21M7152 7.29 
@ QLM-119-50-10 119mm 125mm 125mm 21M7148 9.79 
PIM_89813 


Custom Panel Meters Call 800 859 1257 


Choose your own colors, text, and company logo 
Custom scale, range and pointer types 
Analog/Digital Meters, Sensors, Controllers and more 


Email panelmeters@newark.com 


PIM_5624808 


1.800.463.9275 © newark.com 
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FAN ACCESSORIES 


FAN POWER CORDS Ge timpiat 
Gein UdlteK a Ite k 


Electronics Corp Corp. 


Straight Receptacle, Blunt Cut 45° Angle Receptacle, Blunt Right Angle Receptacle, Blunt T Receptacle, Blunt Cut of D EVE me) Pp M E N l 


Wire Leads Cut Wire Leads Cut Wire Leads Wire Leads 


Tubeaxial fan cords with strain reliefs. Rated 7A at 300V. Body material: PVC. Terminals: Brass (nickel- 
plated). Cord is SPT-1 18AWG/2C. Additional cord lengths and styles available; go online or call. 
Cable Voltage Current Price Each 
Mfg. Part No. Length Rating Rating Stock No. 1-9+ 

45° Angle Receptacle, Blunt Cut Wire Leads 

@ 07145-24 24" 125VAC 10A 87F3908 2.67 
@ 07145-36 36” 125VAC. 10A 90F1992 2.39 
Right Angle Receptacle, Blunt Cut Wire Leads 

@ 07190-24 24” 125VAC 10A 87F3909 2.01 
@ 07190-36 36” 125VAC 10A 90F1993 3.26 
Straight Receptacle, Blunt Cut Wire Leads 

@ 0710036 36” 125VAC 10A 90F1259 2.36 
@ 07100-24 24” 125VAC 10A 87F3907 2.67 
T Receptacle, Blunt Cut Wire Leads 

@ 07199-24 24" 125VAC 10A 87F3910 2.01 
@ 0719936 36” 125VAC 10A 90F1256 2.36 


PIM_87095 


FAN MOTOR CAPACITORS Ost ebm papst 


Lal 


Metal 
Plastic Large Metal ii EDUCATION 
Designed for use with ebm-papst AC and DC axial fans; order separately; go online or call. Mfg. part nos. 450- & MAKERS 
20-0027 and 450-20-0030 are UL, CSA and VDE approved. Capacitors are rated to operate at 400V. 
Price Each 
Mfg. Part No. Cap. Dia. Height StockNo. | 1-4+ 

400 V, 75 °C, Metal 

@ 2168-4-7320 16yuF 46mm 160mm 47M2405 65.37 

@ 2169-4-7320 20uF 46mm 160mm 91B1982 57.66 

400 V, 85 °C, Aluminium 

99282-4-7320 1.5uF 40mm 70mm 15B5538 2.44 

400 V, 85 °C, Large Metal 

@ 450-20-0030 20uF 47.2mm 101mm 47M2620 = 

400 V, 85 °C, Metal 

@ 2161-4-7320 4uF 30mm 104mm 47M2400 22.95 

@ 2162-4-7320 Sur 35mm 104mm 15B5218 20.93 

@ 2163-4-7320 6yF 35mm 104mm 47M2401 22.58 

@ 2164-4-7320 7uF 40mm 101mm 47M2402 SEL SY/ 

@ 2165-4-7320 8uF 35mm 101mm 47M 2403 33.78 | PROTOTYPE 
@ 2166-4-7320 10uF 35mm 99mm 47M2404 38.26 Zz & TEST 

450-20-0027 10uF 47.2mm 76.2mm 18C2371 = 

400 V, 85 °C, Plastic “g 

@ 99284-4-7320 4uF 28mm 55mm 47M3014 10.00 

@ 99287-4-7320 10uF 40mm 70mm 93B3318 16.58 
PIM_194433 


Cut costs, not corners with 


multicomp Board & Box Components 


newark.com/multicomp 


PIM_5624838 
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HEAT SINKS & THERMAL MANAGEMENT 
HEAT SINKS — PC BOARD 


TO-220 PKG. CHANNEL STYLE HEAT ROS. @ EXTRUDED COLLAR STYLE HEAT SINKS FOR Wz AAVID 
SINKS wae IMUNtICOMp 0-5 ZINS THERMALLOY 


RoHS _ 
Compliant 
Available 


Suey 


@ Mounting hole or radial fins @ Black anodized finish 
MC33280 MC33282 Price Each 
© Clip-on assembly except for mfg. part no. two devices Mfg. Part No. Thermal Resistance Height Diameter | Stock No. 1-9+ 
MC33278 which has twisted vane fins and accepts ® Black anodized finish T0-5 
Heat sink Gips avaliable onin. © 3230058000006 56°CIW 6.35mm | 19.05mm | 79K4102 3.56 
|Price Each = “@ 3257058000006 60°C 635mm | 12.7mm_ | 51M0974 1.85 
Mfg. Part No. | Thermal Resistance Height Width Length | Stock No. 1-99+ 
T0-220 PIM_190783 
@ MC33279 7.1°CIW 25mm 42mm 38mm 09R3164 1.91 
@ MC33280 21°CIW 19mm 12.82mm | 12.7mm | 09R3165 1.86 TO-5 & TO-39 PKG. HEAT SINKS GeRerroin Ai We AAVID 
@ MC33282 21°CW 19.02mm | 12.82mm | 12.7mm | 09R3167 1.24 multe SS THERMALLOY 
PIM_148498 
TO-218/TO-220/TO-247 PKG. HEAT Bain 
SINKS See multicomp 
322505B00000G 322605B00000G 
Price Each 
Mfg. Part No. Thermal Resistance Height Diameter Stock No. 1-9+ 
TO-5 
Mc33268 Mc33272 @ 321527B00000G 35.2°C/W §.33mm 19.05mm 18M8044 17.02 
© Screw or clip mount © Black anodized finish @ 322605B00000G 54°C/W 6mm 19.05mm 18M8046 1.61 
© Solderable mounting pins or tabs @ 321127B00000G 54°C/W 6.88mm 15.88mm 89M4414 9.06 
Heat sink clips available online. @ 322505B00000G 56°C/W 10.16mm 19.05mm 89K0319 3.09 
Price Each @ 320105B00000G 63°C/W 6.35mm 12.7mm 79K4100 = 
Mfg. PartNo. | Thermal Resistance Height Width Length | Stock No. 1-99+ @ 311505B00000G 90°C/W 10.16mm 9.52mm 18M8043 4.25 
TO-218, TO-220, TO-247 PIM_110548 
@ MC33271 2.7°CIW 63.5mm | 42mm 25mm 09R3156 3.65 
@ MC33270 3.3°C/W 50.8mm | 42mm 25mm 09R3155 3.87 
@ M(C33269 44°C 38.1mm | 42mm | 25mm | 09R3154 0.42 ane ba Ni GeReinint Wz AAVID 
@ MC33268 5.6°CIW 25.4mm | 42mm | 25mm | 09R3153 277 cS THERMALLOY 
PIM_148497 
Scone EUROPEAN HEAT SINK We ANID 
@ High performance , low cost IN THERMALLOY 
@ Eliminates need for screws, washers and holes RoHS L 
@ Provides consistent mounting force ; Osa 501303B00000G 505403B00000G 568003B00000 500403B00000G 
° pe Lise ner pe eae oy for different Heat sinks available in a variety of heights for low profile applications or higher power dissipation. Square 
© Attachment to board with self tapping screws or M3/M4 baskets are made from 0.090” thick aluminum for increased cooling capacity. 
solderable standoffs Price Each 
© Suffix B: black anodized, U: unfinished Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. 1-9+ 
TO-3 
@ 500403B00000G 5°C/W 31.97mm | 45.97mm | 45.97mm | 56P5587 10.67 
@ 500303B00000G 5.8°C/W 25mm | 45.97mm | 38.1mm | 18M8137 12.16 
|PriceEach =“ 5054038000006 6°cW 31.75mm | 45.2imm | 45.2imm | 65K8882 | 8.35 
Mfg. Part No. Thermal Resistance Height | Width | Length | Stock No. 1-9+ ‘@ 5060078000006 7°CIW 10mm | 44.45mm | 50.8mm | 78K6649 75 
10-218, 0-220; T0-251 © 5016038000006 738°C 32mm | 35.56mm | 47.75mm | 89K7787 | 9.04 
@ 0S509-140-U 1.21°C/W 60mm 60mm | 140mm | 51R7019 24.75 568003B00000 8°ClW 12.7mm | 45.97mm | 4597mm | 16C0992 11.54 
@ 08518-150-B 1.71°CIW 54mm 38mm | 150mm | 51R7028 Aiz5) @ 501503B00000G 8.4°C/W 25.4mm_ | 35.56mm | 47.75mm | 18M8143 5.23 
@ 08518-100-B 2.22°C/IW 54mm 38mm | 100mm | 51R7027 14.98 @ 552703B00000G 9.4°C/W 12mm_ | 45.21mm | 45.21mm | 45M6089 2.32 
@ 08515-100-B 3.03°C/W 45mm 30mm | 100mm | 51R7024 8.69 @ 501403B00000G 10°C/IW 19.05mm | 35.56mm | 47.75mm | 18M8142 3.91 
@ 08520-100-B 3.24°C/W 60mm | 30mm | 100mm | 51R7030 14.56 @ 501303B00000G 12°CIW 12.7mm_ | 35.56mm | 47.75mm | 73K6785 0.60 
TO-218, TO-220, TO-251, TO-262, TO-273 pidge ce mee ee ee ee 
@ 0S515-150-B | 2.33°C/IW 45mm 30mm | 150mm | 51R7025 14.74 S 
TO-3P, TO-220 
@ 0S533-100-B | 5.36°C/W 28.5mm | 22mm | 100mm | 51R7033 15.07 
PIM_202095 
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HEAT SINKS & THERMAL MANAGEMENT 
HEAT SINKS — PC BOARD 


TO-220 FLAT-BACK HEAT SINKS WITH 
SOLDERABLE FINS 


@ Indicates RoHS Compliant | Find Datasheets Online 


EASY TO ATTACH HEAT SINKS 


FOR TO-220 & TO-262 DEVICES w% AVID 


RoHS 
Compliant 
Eevee AS THERMALLOY 


A 


Wz AAVID 
AS THERMALLOY 


RoHS _ 
Compliant 
Available 


@ Flat back extruded heat sink featuring solderable © Constructed of black anodized aluminum 


ps Plug-In Slide-On Clip-On 
Price Each 
Mfg. PartNo. | Thermal Resistance | Height | Width | Length | Stock No. 1-9+ Plug-in style aluminum heat sinks with black anodized finish eliminate need for additional mounting hardware. 
TO-220 With or without board mounting tab. Easy to install slide-on and clip-on style heat sinks with black anodized 
© 5812028025006 12.8°CW 50.8mm | 16.26mm | 16.26mm | 12P8488 6.95 finish. 
@ 581102B02500G 16.8°C/W 38mm | 16.26mm | 16.26mm | 18M8202 5.98 | Price Each 
Pitas Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. 1-9+ 
~ TO-220, Clip-On, Vertical No Tabs 
@ 6043BG 23°C/W 25mm | 20.32mm | 6.81mm | 50R9045 3.35 
TO-220 SNAP-DOWN HEAT SINKS Wz AAVID TO-220, Plug-In, Vertical No Tabs 
INS THERMALLOY @ 574902B04300G 16°C/W 32.93mm | 20.57mm | 9.02mm | 99R8253 6.85 
@ 573902B00000G 18.8°C/W 38.1mm | 12.7mm | 12.7mm | 99R8249 2.49 
Gop timaian 70-220, Plug-In, Vertical With Tabs 
Malate “5739028040006 | __18.8°CIW 381mm | 127mm | 127mm | 99R8250 | 4.12 
TO-220, Slide-On, Vertical No Tabs 
@ 574502B00000G 21.2°C/W 19.05mm | 21.84mm | 10.03mm | 73K2033 0.30 
@ 574102B00000G 23.2°C/W 19.05mm | 21.84mm | 10.03mm | 89K0298 0.22 
TO-220, Slide-On, Vertical With Tabs 
@ 574902B03300G 16°C/W 34.93mm | 21.84mm | 9.02mm | 18M8192 5.03 
© Dual side fins © Black anodized finish @ 574902B03700G 16°C/W 34.93mm | 21.84mm | 10.03mm | 29M8465 8.81 
Price Each @ 574502B03300G 21.2°C/W 19.05mm | 20.57mm | 9.9mm | 05M6029 0.21 
Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. 1-9+ @ 574502B03700G 21.2°C/W 19.05mm | 20.57mm | 9.9mm | 07R7286 1.36 
TO-220 @ 574502B03200G 21.2°C/W 19.05mm | 21.84mm | 10.03mm | 01N5135 2.71 
@ 579302B00000G 16.8°C/W 11.18mm | 24.89mm | 19.05mm | 01P4648 2.23 @ 574602B03700G 21.6°C/W 0.69mm | 20.57mm | 9.02mm | 99R8252 2.67 
@ 575102B00000G 16.8°C/W 11.18mm | 28.45mm |} 11.18mm | 18M8193 1.18 @ 574602B03300G 21.6°C/W 17.53mm | 21.84mm | 10.03mm | 61M3500 S78) 
T0-92 © 5744028032006 23.2°CW 19.05mm | 21.84mm | 10.03mm | 99R8254 0.66 
@ 575200B00000G 60°C/W 15.29mm | 18.29mm | 12N1434 = TO-220, TO-262, Plug-In, Horizontal With Tabs 
PIM_110550 @ 576802B03100G 27.3°C/W 12.7mm | 12.7mm | 19.05mm | 80K7974 0.24 
TO-220, TO-262, Plug-In, Vertical No Tabs 
CHANNEL STYLE HEATSINKS FOR TO-220 We ANID @ 591202B00000G 26.8°C/W 15.24mm | 12.7mm | 12.7mm | 35M4662 0.79 
DEVICES @ 576802B00000G 27.3°C/W 12.7mm | 12.7mm | 19.05mm | 89K0438 0.40 
NS THERMALLOY TO-220, TO-262, Plug-In, Vertical With Tabs 
Gepeinpiat @ 591202B03700G 26.8°C/W 15.24mm | 14.48mm | 12.07mm | 99R8255 = 
Available @ 591302B02800G 26.8°C/W 19.05mm | 12.07mm | 12.07mm | 99R8256 4.98 
@ 576802B04000G 27.3°CIW 12.7mm | 12.7mm | 19.05mm | 66K0258 3.09 
@ 576802B04100G 27.3°CIW 12.7mm | 13.34mm | 19.05mm | 18M8194 5.96 
@ 576802B03700G 27.3°C/IW 19mm 12.7mm | 12.7mm | 08P5385 4.96 
@ 576802B03900G 27.3°C/W 19.05mm | 13.34mm | 12.7mm | 88M2235 0.94 
PIM_70275 
Rectangular Shape oe CHANNEL STYLE HEAT SINKS WITH Man WZ. AAVID 


INTEGRATED MOUNTING CLIP FOR 
T0-220 PKG. 


@ Folded back fins increase cooling surface area for © @ Black anodize finish 


increased performance with a narrow profile 


Available IS THERMALLOY 


Price Each 
Mfg. PartNo. | Thermal Resistance | Height Width Length | Stock No. 1-9+ 
TO-220, Rectangular Shape, No Tabs 
@ 7023BG 4.4°CIW 50mm 48.26mm | 24.13mm | 18M8225 1.70 
@ 7020BG 8.7°C/W 37mm 33.02mm | 36.83mm | 18M8224 7.30 
@ 7019BG 11°C/W 25mm 39.37mm | 25.4mm | 45M6093 0.34 
TO-220, Rectangular Shape, With Tabs 
@ 7023B-MTG 4.4°CIW 50mm 48.26mm 24mm 04M8067 8.13 
@ 7022B-MTG 6.5°CW 49.99mm | 50.44mm | 9.52mm | 99R8258 5.27 = akbe sane eae MIE 
SSE MIC Se 2omm_| 48.26min | 24,13mm_|RUEMB22 20 © Solderable heat sinks for TO-220 devices © Vertical Mount - 7141DG, 7128DG, 7136DG, 
@ 7021B-MTG 6.8°C/W 36.83mm | 44.45mm | 36.83mm | 99R8257 2.63 © Clip-on tabs for device retention 7138DG, 6238B-MTG 
@ 7020B-MTG 8.7°C/W 35.83mm | 33.02mm | 11.94mm | 18M8223 2.43 © Material: copper @ Horizontal Mount - 7142DG, 7139DG 
@ 7019B-MTG 11°C/W 25mm 39.37mm | 25.4mm | 18M8222 3.96 Price Each 
TO-220, T Shape, With Tabs Mfg. PartNo. | Thermal Resistance | Height Width Length | Stock No. 1-9+ 
@ 7024B-MTG 5.6°C/W 41mm 50.8mm | 19.05mm | 18M8226 10.57 TO-220 
PIN 82456 © 6238B-MTG 13.6°CW 29.46mm | 25.53mm | 15.49mm | 21M6732 476 
@ 7128DG 19.2°C/W 27.94mm | 9.52mm 9.52mm 18M8245 3.13 
@ 7136DG 19.7°C/IW 21.54mm | 13.21mm | 13.08mm | 18M8246 3.23 
@ 7138DG 20°C/W 26.04mm | 25.53mm | 15.49mm | 18M8247 5.72 
@7141DG 20.3°C/W 19.81mm | 13.21mm | 13.08mm | 32M5735 3.24 
@ 7142DG 20.3°C/W 19.81mm | 13.21mm | 13.08mm | 99R8260 1.95 
@ 7139DG 28.3°C/W 19.81mm | 13.21mm | 13.08mm | 50M1595 2.31 
PIM_4485 
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TO-220 PKG. CHANNEL-STYLE HEAT 
SINKS 


504102B00000G 


Oo? EE 


RoHS 
Compii 


lant 


577102B04000G 


WE AaviD 
Available SS THERMALLOY 


me B 


504222B00000G 


593002B03400G 


6230B-TT 563002B00000G 577002B04000G 590102B03600G 
Price Each 
Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. 1-9+ 

TO-202, Channel Low Profile, Black Anodize 
@ 6273B 21°C/W 19.05mm | 19.05mm | 9.52mm | 46F4096 4A7 
TO-202, Channel Slim Low Profile, Vertical & Horizontal Mount, Black Anodize 
@ 577404B00000G 24°C/W 12.7mm | 13.21mm | 19.05mm | 18M8200 1.42 
@ 577304B00000G 27.2°CIW 9.53mm | 13.21mm | 19.05mm | 18M8199 1.76 
TO-220, Channel Low Profile, Narrow Base, Black Anodize 
@ 507302B00000G 24°CIW 19.05mm | 19.05mm | 9.65mm | 01M6666 0.73 
TO-220, Channel Narrow Base, Black Anodize 
@ 504102B00000G 15.6°C/W 17.8mm | 19.8mm | 21.6mm | 87K0022 0.84 
TO-220, Channel Narrow Base, Dual Devices, Black Anodize 
@ 504222B00000G 6.4°C/W 21.59mm | 19.81mm | 36.83mm | 78K5503 = 
TO-220, Channel No Added Hardware, Black Anodize 
@ 530613B00000G 16.7°C/W 29.97mm | 25.4mm |} 12.7mm | 01M5324 1.24 
@ 577002B00000G 32°C/W 6.35mm | 13.21mm | 19.05mm | 03M6023 = 
TO-220, Channel Recessed Lower Fins, with Solderable Tabs, Black Anodize 
@ 590102B03600G 10°C/W 42.54mm | 25.4mm | 25.4mm | 31M9258 3.54 
TO-220, Channel Recessed Slotted Mounting Hole, with Solderable Tabs, Black Anodize 
@ 590302B03600G 11.2°C/W 42.54mm | 25.4mm | 25.4mm | 33P9665 4.34 
TO-220, Channel Slim, Black Anodize 
@ 577202B00000G 24.4°C/W 12.7mm | 13.21mm | 19.05mm | 16M4743 1.20 
TO-220, Channel Slim, Vertical & Horizontal Mount, Black Anodize 
@ 577102B00000G 25.9°C/W 9.52mm | 13.21mm | 19.05mm | 18M8196 0.71 
TO-220, Channel Slim, with Solderable Tab, Black Anodize 
@ 577002B04000G 32°C/W 19.05mm | 13.21mm | 6.35mm | 18M8195 3.04 
TO-220, Channel Slim, with Solderable Tab, Vertical Mount, Black Anodize 
@ 577102B04000G 25.9°C/W 9.52mm | 13.21mm | 19.05mm | 18M8197 2.60 
TO-220, Channel Straight Fins with Integrated Tabs, Black Anodize 
@6021BG 12.5°C/W 29.97mm |} 24.38mm | 12.7mm | 18M8206 1.23 
TO-220, Channel Wide Mounting Surface, Black Anodize 
@ 530714B00000G 20.3°C/W 18.03mm | 25.4mm | 12.7mm | 18M8176 0.94 
TO-220, Channel Wide Mounting Surface, Vertical & Horizontal Mount, Black Anodize 
@ 530614B00000G 16.7°C/W 29.97mm |} 25.4mm |} 12.7mm | 18M8175 2.79 
TO-220, Channel with Device Locating Tabs, Vertical & Horizontal Mount, Pre-Black Anodize 
@ 577202B04000G 24.4°C/W 19.05mm | 13.21mm | 12.7mm | 18M8198 2.34 
TO-220, Channel with Integrated Tabs, Black Anodize 
@ 563002B00000G 13°C/W 29.97mm | 25.4mm | 12.7mm | 18M8189 0.85 
@ 593002B03400G 13.4°C/W 30mm =| 23.93mm | 12.7mm | 18M8203 23 
@ 523002B00000G 13.6°C/W 29.97mm | 25.4mm | 12.7mm | 18M8161 — 
TO-220, Channel with Integrated Tabs, Copper, Black Anodize 

6230B-TT 12.5°C/W 29.97mm | 25.4mm | 12.7mm | 13B7416 5.60 
TO-220, Channel with Integrated Tabs, Copper, Tin Plated 
@ 7173DG 25.8°C/W 19.05mm | 19.05mm | 9.52mm | 51P3284 1.08 

PIM_4490 
TO-220 PKG. HAT SECTION HEAT SINKS We ANID 


zé_ 
{ 


507002B00000G 


6237BG 


1.800.463.9275 © newark.com 


SS THERMALLOY 


7137DG 


> CONTINUED > 


@ Low-profile cooling 
devices 


HEAT SINKS & THERMAL MANAGEMENT 
HEAT SINKS — PC BOARD 


TO-220 PKG. HAT SECTION HEAT SINKS (CONT.) 
added to 507002B00000G or 
507222B00000G for double-sided 


for TO-220 plastic power 


® Designed for use on PC boards with 0.50” center- 


ing between boards 


© 507102B00000G has a notch and can be 


cooling of TO-220 devices 
© 6237BG has integrated clip 


RoHS 
Compliant 
Available 


Price Each 
Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. [| 19+ 

TO-220 

@ 507222B00000G 9.6°C/W 9.52mm | 44.45mm | 37.34mm | 05M3652 0.27 
@ 507002B00000G 15.6°C/W 9.52mm | 44.45mm | 17.78mm | 96K2979 ‘dee 
@ 507102B00000G 15.6°C/W 12.7mm_ | 44.45mm | 17.78mm | 05M3752 bot 
@ 7137DG 20.8°C/W 21.54mm | 13.21mm | 9.52mm | 99R8259 2.99 
@ 6237BG 25°C/W 9.52mm | 22.86mm | 17.78mm | 18M8219 4.29 

PIM_4491 


SLIM CHANNEL STYLE HEAT SINKS FOR TO-202 We ANID 


© Low-profile, no tabs 


© Black anodized finish 


SS THERMALLOY 


RoHS 
Compliant 
Available 


Price Each 

Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. [49+ 
TO-202, Channel Low Profile, Black Anodize 
@ 6273B 21°C/W 19.05mm | 19.05mm | 9.52mm | 46F4096 4.47 
TO-202, Channel Slim Low Profile, Vertical & Horizontal Mount, Black Anodize 
@ 577404B00000G 24°C/IW 12.7mm | 13.21mm | 19.05mm | 18M8200 1.42 
@ 577304B00000G 27.2°CIW 9.53mm | 13.21mm | 19.05mm | 18M8199 1.76 
TO-220, Channel Slim, with Solderable Tab, Vertical Mount, Black Anodize 
@ 577102B04000G 25.9°C/W 9.52mm | 13.21mm | 19.05mm | 18M8197 2.60 
PIM_4489 


EXTRUDED HEAT SINK WITH RADIAL FINS FOR 
TO-220 AND TO-218 We AWVID 
© Extruded heat sinks for TO-218 and TO-220 devices 


© Feature wave solde 
® Vertical PC mount 
© Black anodized finis 


rable pins 


h 


SS THERMALLOY 


—I 


RoHS 
Compliant 
Available 


Price Each 
Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. [49+ 
TO-202, TO-220 
@ 531202B02500G 7.5°CIW 50.8mm | 34.92mm | 12.7mm | 18M8179 4.51 
@ 531302B02500G 8°C/W 63.5mm | 34.92mm | 12.07mm | 58M1708 1.61 
TO-218 
@ 530001B02500G 8°C/iW 63.5mm | 41.91mm | 25.4mm | 10R6456 TAT 
TO-218, TO-220 
@ 6396BG 5.6°C/W 25.4mm | 41.91mm | 25.4mm | 99K0083 0.76 
TO-218, TO-220, TO-247 
@ 6400BG 2.7°C/W 63.5mm | 41.91mm | 25.4mm | 18M8220 1.24 
TO-218, TO-247 
@ 529901B02500G 4.5°CW 50.8mm | 41.91mm | 25.4mm | 58P0549 2.57 
@ 529801B02500G 5°C/W 38mm_ | 41.91mm | 38.1mm | 18M8163 9.18 
@ 529701B02500G 5.5°C/W 25.4mm | 41.91mm | 25.4mm | 39P8085 3.12 
TO-220 
@ 530002B02500G 2.6°C/IW 63.5mm | 41.91mm | 25.4mm | 99K1617 3.71 
@ 529802B02500G 3.7°CIW 38.1mm | 41.91mm | 38.1mm | 18M8164 11.70 
@ 6398BG 4.4°CIW 38.1mm | 41.91mm | 25.4mm | 99K0084 8.60 
@ 529902B02500G 4.5°C/W 50.8mm | 41.91mm | 50.8mm | 18M8165 7.88 
@ 533422B02552G 5°C/W 38.1mm | 41.91mm | 25.4mm | 04M6872 9.02 
@ 529702B02500G 5.5°C/W 25mm | 41.91mm | 25.4mm | 18M8162 6.41 
@ 532602B02500G 5.5°C/iW 38.1mm | 41.91mm | 25.4mm | 54M3529 5.73 
@ 533702B02552G 5.7°C/W 25.4mm | 41.91mm | 25.4mm | 86K0322 14.86 
@ 513202B02500G 8.3°C/W 50.8mm | 34.92mm | 12.7mm | 99R8244 4.88 
@ 531102B02500G 10.4°C/W 12.7mm | 34.92mm | 38.1mm | 18M8178 8.83 
@ 513102B02500G 11°C/W 38.1mm | 34.92mm | 12.7mm | 31M1090 5.15 
> CONTINUED > 
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HEAT SINKS & THERMAL MANAGEMENT 
HEAT SINKS — PC BOARD 


EXTRUDED HEAT SINK WITH RADIAL FINS FOR TO-220 AND TO-218 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


HEAT SINKS FOR BALL GRID ARRAYS (CONT.) 


(CONT.) Price Each 

Price Each Mfg. Part No. Thermal Resistance | Height | Width | Length | Stock No. 1-9+ 

Mfg. Part No. Thermal Resistance | Height | Width | Length | Stock No. 1-9+ BGA, Pad Version 
TO-220 @ 371824B00032G 31.9°C/W 7mm 35mm 35mm 18M8050 sili 
@ 531002B02500G 13.4°CW 12.7mm_| 34.92mm | 25.4mm | 73K3927 6.08 @ 373324M00032G 32.6°C/W 6mm | 37.4mm | 37mm | 45M6205 = 
@ 513002B02500G 13.4°C/W 25.4mm | 34.92mm | 12.7mm | 27M3968 5.78 @ 374024B00035G 40°C/W 10mm 23mm 23mm 82K9207 — 
PIM_73824 @ 374024B00032G 40°C/W 10mm 23mm 23mm 51R8097 0.98 
PIM_192429 
SURFACE MOUNT HEAT SINKS Wz AAVID 
AS THERMALLOY HEAT SINKS FOR DIP DEVICES Wz AAVID 


RoHS 
Compliant 
Available 


= 
D2-Pak 
D-Pak 
@ Pretinned, auto-insertable heat sinks for D-Pak @ Help maximize board space and minimize 
packages assembly costs 
© Compatible with automated pick-and-place @ Tape & Reel packaging also available 
equipment 
Price Each 
Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. 1-9+ 
TO-252, D-Pak 
@ 573100D00010G 15°C/W 10mm | 22.86mm | 8mm 83K8890 1.20 
@ 573100D00000G 15°CW 10.16mm } 22.86mm | 8mm 12N1843 5.14 
TO-263, D2-Pak 
@ 7109DG 11°C/W 1imm | 19.38mm | 25mm | 21M5225 = 
@ 7106DG 15°C/W 9.52mm | 15mm 26mm | 18M8244 0.88 
@ 573300D00010G 18°C/W 10.16mm | 12.7mm | 26.16mm | 18M8190 3.55 
@ 573300D00000G 18°C/W 10.16mm |} 26.16mm | 12.7mm | 30M2416 1.46 
TO-268, D3-Pak 
@ 573400D00000G 14°C/W 10mm | 12.7mm | 31mm | 80K7735 5.47 
@ 573400D00010G 14°CW 10.2mm | 30.99mm | 12.7mm | 18M8191 3.51 
PIM_70279 
HEAT SINKS FOR BALL GRID ARRAYS Sein WE AAVID 


Available AS TH E RMAL LOY 


Pad Version 


Clip Version 
Mfg. part no. Suffix: 


Pad Version 

© Tape mounted versions eliminate the need for e 
mounting holes in the PC Board 

@ Heat sinks can be used with metal BGA Package 

@ Heat sinks are compatible with Ther-a-grip tapes e 


035G - Includes T411 Chomerics Tape for all 
surfaces (Thermal Resistance 1.00, Silicone Adhe- 
sive, Clear/Silver Color, Aluminum Carrier) 

032G - Includes T405R Chomerics Tape for 


Clip Version metal surfaces (Thermal Resistance 0.50, Acrylic 
® Clip design allows for easy removal in case of Adhesive, White Color, Aluminum Carrier) 
rework © 034G - Includes T410R Chomerics Tape for plastic 
@ Minimal PC Board space is required for mounting surfaces (Thermal Resistance 1.10, Silicone 
© Clip design compatible with solder anchor sold Adhesive, White Color, Aluminum Carrier) 
seperately; go online or call @ 023G - Includes T766 Chomerics phase change for 
@ Each heat sink utilizes a phase change pad as the all surfaces (Thermal Resistance 0.04, Silver Color, 
interface for optimal thermal performance Aluminum Carrier) 
Configurations available for a wide range of BGA package sizes. Black anodize. 
Price Each 
Mfg. Part No. Thermal Resistance | Height | Width | Length | Stock No. 1-9+ 
BGA, Clip Version 
@ 374324B60023G 30.6°C/W 10mm | 27mm | 27mm | 32M7143 0.88 
BGA, Pad Version 
@ 335824B00034G 1.4°C/W 9mm | 30mm | 30mm 82K8189 3.50 
@ 375024B00032G 12.2°C/W 18mm | 40mm | 40mm | 05M6208 1.78 
@ 374724B00032G 15.3°C/W 18mm | 35mm | 35mm | 45M6207 2.77 
@ 374424B00032G 20.3°C/W 18mm | 27mm | 27mm 51R8103 2.43 
@ 374624B00032G 23.4°C/W 10mm | 35mm | 35mm | 45M6206 3.22 
@ 374124B00035G 23.4°CW 18mm | 23mm | 23mm 83K9811 0.58 
@ 374124B00032G 23.4°C/IW 18mm | 23mm | 23mm 53R2166 16.10 
> CONTINUED > 


AS THERMALLOY 


RoHS _ 
Compliant 
Available 


Angled Fins Straight Fins, Length 


Straight Fins, Width 


© Bond-on heat sinks for 14 or 16-pin DIPs require @ Heat sink may be added after assembly 
no additional PC board space ® Black anodized finish 
Price Each 
Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. 1-9+ 
DIP, Angled Fins 
@ 580200B00000G 20°C/W 10mm | 15.24mm | 22.61mm | 18M8201 1.00 
@ 580100B00000G 30°C/W 11.43mm | 15.24mm | 14.27mm | 10M9671 1.21 
DIP, Straight Fins, Length 
@ 501100B00000G 67°C/W 4.82mm | 6.35mm | 19.05mm | 18M8140 1.61 
DIP, Straight Fins, Width 
@ 501200B00000G 68°C/W 482mm | 6.35mm | 18.57mm | 18M8141 2.73 
PIM_73829 
HEAT SINKS FOR BALL GRID ARRAYS AVE AAVID 


AS THERMALLOY 


RoHS _ 
Compliant 
Available 


© Tape mounting eliminates the need for mounting 
holes in the PC board 


© Available for a wide variety of BGA packages, both 
plastic and ceramic 


Price Each 
Mfg. Part No. Thermal Resistance | Height | Width | Length | Stock No. [19+ 
BGA, Pad Version 
@ 335824B00034G 1.1°C/W 9mm 30mm 30mm | 82K8189 3.50 
@ 375024B00032G 12.2°C/W 18mm | 40mm | 40mm | 05M6208 1.78 
@ 374724B00032G 15.3°C/W 18mm | 35mm 35mm | 45M6207 Delhl 
@ 374624B00032G 23.4°C/W 10mm | 35mm 35mm | 45M6206 3.22 
@ 374124B00035G 23.4°C/IW 18mm | 23mm 23mm | 83K9811 0.58 
@ 371824B00032G 31.9°C/W 7mm 35mm 35mm | 18M8050 944 
@ 373324M00032G 32.6°C/W 6mm | 37.4mm | 37mm | 45M6205 ae 
@ 374024B00035G 40°Ciw 10mm | 23mm 23mm | 82K9207 = 
PIM_73826 
TO-220 CHANNEL-STYLE HEAT SINKS WITH We ANID 


TWISTED FINS IIS THERMALLOY 


RoHS _ 
Compliant 
Available 


il 


©@ Black anodized finish 


© Solderable tabs 


Price Each 
Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. 1-9+ 
TO-220, Channel with Integrated Tabs, Black Anodize 
@ 593002B03400G 13.4°C/W 30mm | 23.93mm | 12.7mm | 18M8203 1.23 
PIM_110552 


1562 Go online or call for non-compliant or ROHS Compliant products. See page 2 


HEAT SINKS & THERMAL MANAGEMENT 


RoHS AV). i i 
HEAT SINK EXTRUSIONS FORLEDS $22 WZ AAVID 219 Series Heat Sinks (CONT. 
Available INS THERMALLOY Price Each 
- Mfg. Part No. Height Width Length Stock No. 1-99+ 
(one) TO-263 
| 219-263A 12.19mm 25.91mm 12.7mm 01AC3577 2.20 
| 219-263A-TR 12.19mm 25.91mm 12.7mm 01AC3578 3.56 
- 50.80 219-2638 12.19mm 25.91mm 12.7mm 01AC3579 2.28 
766203B04000 601403806000 (2.000) 
7610 pe + 219-263B-TR 12.19mm 25.91mm 12.7mm 01AC3580 3.69 
ae | 0359) —* f- 70-268 
ty" | ft if 76.10 
| F087 aul |__ (3998) __ 219-268A 11.68mm 40.13mm 12.7mm 01AC3581 2.42 
ws L915 | 630203B12000G 219-268A-TR 11.68mm 40.13mm 12.7mm 01AC3582 3.90 
(2.250) 2a1_| a Lez PIM_5699633 
| ioe 656053B07000G 
«= eersgsaisoate Mountain Series Heat Sinks ean 
for TO-264 / TO-247 Devi 
Thermal Resistance @ 57.2CFM. ait th = wakefield-vette 
Price Each @ Minimum assembly cost and labour Spring Clips make 
Mfg. PartNo. | Thermal Resistance | Height Width Length | Stock No. 1-9+ the ee es and oo obsolete in assembly 
operations & reduce cos 
LED @ Maximum Thermal Transfer Maximum surface area per 
@ 656053B07000G 0.47°C/IW 70.87mm | 176.78mm | 177.8mm | 86R9105 | 125.87 unit volume, efficient cooling fins & consistent mounting 
© 6302038120006 0.95°CW 50.8mm | 76.1mm | 304.8mm | 86R9104 | 156.12 . vied reais bee resins ve 
jaximum Repeatability Constant spring force over 
@ 601403B06000 1.39°C/W 44.45mm | 154.43mm | 154.43mm | 93H3803 30.55 repeated Seer enby pan 
@ 766203B04000 1.79°C/W 31.75mm | 101.6mm | 101.6mm | 93H1727 14.91 © Maximum Reliability Resilient spring action locks elec- 
® 637303803000 1.88°C/W 57.15mm | 76.1mm 76.2mm | 93H2874 531 tronic component in place. Fewer parts in assembly and 
no fasteners and washers required. Prevent short circuit 
PIM_189691 by eliminating particles generated from hardware or thread tapping. 
Price Each 
HEAT SINKS FOR DC/DC CONVERTERS WL ANID Mfg. Part No. Height Width Length Stock No. 1-994 
zy Ss THERMALLOY TO-247, TO-264 
TX MTN-264-27 [ 39.5mm 44.3mm 27mm 01AC3575 7.16 
MTN-264-55 | 39.5mm 44.3mm 55.11mm 01AC3576 10.04 
PIM_5699634 


Eighth Brick 


Quarter Brick 


© Complete of-the-shelf cooling solution for industry 

standard DC-to-DC converters © Factory-installed QPad3™ 
© Thin film geometry for increased thermal perfor- interface pad 
Approximate Thermal Resistance @ 300 LFM (°C/W)*. “Approximate values listed in tables see datasheets for 
thermal resistance curves. LFM=linear feet per minute. 


Half Brick 
mance and reduced pressure drop SB 


Compliant 
Available 


Universal 678 Series Vertical Te 
Hear Sinks wakefield-vette 


for Power Devices 

Features: 

@ Minimum assembly cost and labour - Spring clips make 
the mounting holes and fasteners obsolete in assembly 
operations & reduce costs 

© Design Flexibility - Universal mountable and ‘one fits all’ 
give designers total freedom to fit their packaging de- 


Price Each signs with ideal device pak style and to orient the heat 
Mfg. Part No. Thermal Resistance | Height | Width | Length | Stock No. 1-9+ sink to meet their power dissipations with optimized 
Eighth Brick, Fin Config - Crosswise cooling method. 
@ 241802B92200G 5.7°C/W 6.4mm | 22.9mm | 57.9mm | 51M4837 2.66 
Eighth Brick, Fin Config - Lengthwise Price Each 
@ 241802B91200G 9°C/w 6.1mm | 22.9mm | 57.9mm | 51M4836 2.62 Mfg. Part No. Height Width Length Stock No. 1-99+ 
Half Brick, Fin Config - Crosswise TO-220, TO-247, TO-264 
@ 241214B92200G 1.1°C/W 35.6mm | 57.91mm | 61mm | 51M4829 3.85 678-39-C 25mm 60mm 38.61mm 01AC3583 2.50 
@ 241204B92200G 2.2°C/W 11.4mm | 57.9mm | 61mm | 51M4827 2.09 678-39-S 25mm 60mm 38.61mm 01AC3584 4.12 
@ 241202B92200G 4.4°C/W 6.1mm | 57.91mm | 61mm | 51M4825 eas PIM_5699635 
Half Brick, Fin Config - Lengthwise 
@ 241214B91200G 41.4°C/IW 35.6mm | 57.91mm | 61mm 51M4828 9.38 CHIPSET HEAT SINKS ee a 
@ 241204B91200G 2.2°C/W 11.4mm | 57.91mm | 61mm | 51M4826 6.81 ‘a 
© 2412028912006 a15°CW 6imm | 579imm | 6imm | 51M4824 | 9,0 wakefield-vette 
Quarter Brick, Fin Config - Crosswise Gee simpian 
@ 2414098922006 1.4°CW 22.9mm | 37mm | 58mm | 51M4835 = Avallable 
@ 241404B92200G 2.6°C/W 11.4mm 37mm 58mm | 51M4833 14.60 
@ 241402B92200G 3.9°C/W 6mm 37mm 58mm _ | 51M4831 8.87 
Quarter Brick, Fin Config - Lengthwise 
@ 241409B91200G 1.8°C/W 22.9mm | 37mm 58mm | 51M4834 18.50 
@ 241404B91200G 4.3°C/W 11.4mm 37mm 58mm | 51M4832 9.39 
@ 241402B91200G 7.4°C/W 6mm 37mm 58mm | 51M4830 19.85 
PIM_100268 


219 Series Heat Sinks ew 
for TO-263 / TO-268 Devices wa ke f ie | d-ve tte 


Features: 

© Increased thermal performance up to 30% over bright 
copper heat sinks from improved radiation of the 
black finish 

@ Increased surface areas by 3 times therefore thermal 
performance up to 300% over the aluminum stamped 
heat sinks on the market 

@ Light weight aluminum construction allows faster pick 
and place assembly reducing manufacturing cycle time 

@ Radius mounted “Roller” are designed for maximizing heat transfer from component and 
to avoid “bottle neck” heat transfer like the aluminum stamped heat sinks 


> CONTINUED > 


1.800.463.9275 © newark.com 


Pin Fin 
© Material: AL 6063 


Eliptical Fin 
@ Finish: Black Anodize 


Wakefield-Vette heat sink assembles onto chip set using the space that is between the PCB and the substrate 
of the solder balls. The solder balls provide a minimal gap of 0.5mm to 0.7mm. Attachment feature is below a 
0.4mm thickness. The clipping system willnot interfere or damage chip. Contact area is the edge of chip. Heat 
sinks for chip set can match up to devices from Intel, Broadcom, Xilinx. Tl, Motorola and more. 
Price Each 
Mfg. Part No. Thermal Resistance | Height | Width | Length | Stock No. 1-9+ 
Eliptical Fin With Clip Assembly 
@ 910-40-1-23-2-B-0 8.3°C/W 22.6mm | 40mm | 40mm | 39X7244 = 
@ 908-35-1-23-2-B-0 8.75°C/W 22.6mm | 35mm | 35mm | 39X7240 a 
@ 906-31-1-23-2-B-0 9.88°C/W 22.6mm | 31mm | 31mm | 39X7236 — 
@ 910-40-1-12-2-B-0 9.95°C/W 11.6mm | 40mm | 40mm | 39X7243 = 
@ 904-27-1-23-2-B-0 10.58°C/W 22.6mm | 27mm | 27mm | 39X7232 1.13 
> CONTINUED > 
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HEAT SINKS & THERMAL MANAGEMENT 
HEAT SINKS — PC BOARD 


CHIPSET HEAT SINKS (CONT.) 


@ Indicates RoHS Compliant 4] Find Datasheets Online 


TO-220 PKG. CHANNEL-STYLE HEAT SINKS (CONT.) 


Price Each Price Each 
Mfg. Part No. Thermal Resistance | Height | Width | Length | Stock No. 1-9+ Mfg. PartNo. | Thermal Resistance Height Width Length | Stock No. 1-9+ 
Eliptical Fin With Clip Assembly TO-220 
@ 908-35-1-12-2-B-0 11.1°C/W 11.6mm | 35mm | 35mm | 39X7239 8.32 @ 274-2AB 50°C@2W 12.7mm 46mm 13.2mm 81F048 0.34 
@ 902-21-1-23-2-B-0 11.63°C/W 22.6mm | 21mm | 21mm | 39X7228 = @ 274-1AB 56°C@2W 9.5mm | 19.1mm | 13.2mm | 50B8304 0.37 
@ 901-19-1-23-2-B-0 11.98°C/W 22.6mm | 19mm | 19mm | 39X7224 = @ 286-AB 58°C@4W 30.2mm | 12.7mm | 25.4mm | 46F7866 0.42 
@ 906-31-1-12-2-B-0 12.02°C/W 11.6mm | 31mm | 31mm | 39X7235 a= @ 274-3AB 62°C@2W 6.4mm | 13.2mm | 19.1mm | 52F6214 0.13 
@ 904-27-1-12-2-B-0 12.93°C/W 11.6mm | 27mm | 27mm | 39X7234 6.84 @ 271-AB 62°C@4W 12.7mm | 17.8mm | 44.5mm 81F043 0.47 
@ 902-21-1-12-2-B-0 14.31°C/W 11.6mm | 21mm | 21mm | 39X7227 6.21 @ 287-1ABE 65°C@4W 30mm 12.7mm | 25.4mm | 42M0655 0.90 
@ 901-19-1-12-2-B-0 14.77°CIW 11.6mm | 19mm | 19mm | 39X7223 5.93 PIM_4577 
Pin Fin With Clip Assembly 
@ 910-40-2-23-2-B-0 7.63°C/W 22.6mm | 40mm | 40mm | 39X7246 9.18 BOARD LEVEL HEAT SINKS FOR =a 
@ 908-35-2-23-2-B-0 8.32°C/W 22.6mm | 35mm | 35mm | 39X7242 = ff e 7 
@ 906-31-2-23-2-B-0 8.88°C/W 22.6mm | 3imm | 31mm | 39X7238 = pee cola l ae wake field-vette 
@ 910-40-2-12-2-B-0 9.18°C/W 11.6mm | 40mm | 40mm | 39X7245 9.18 RoHS 
@ 904-27-2-23-2-B-0 9.44°C/W 22.6mm | 27mm | 27mm | 39X7234 6.84 Osan 
@ 908-35-2-12-2-B-0 10.03°C/W 11.6mm | 35mm | 35mm | 39X7241 8.32 
@ 902-21-2-23-2-B-0 10.27°C/IW 22.6mm | 21mm | 21mm | 39X7230 eS 
@ 901-19-2-23-2-B-0 10.55°C/W 22.6mm | 19mm | 19mm | 39X7226 7.30 
@ 906-31-2-12-2-B-0 10.71°C/W 11.6mm | 31mm | 31mm | 39X7237 = 
@ 904-27-2-12-2-B-0 11.38°C/W 11.6mm | 27mm | 27mm | 39X7233 6.84 . 
ete este 12 CM Momma. | Atm | 2tmm SeKTEaS Bai Vertical mount, slim profile, unidirectional fin heat sinks offer wave solderable pins on 0.4” (10.2mm) centers for 
@ 901-19-2-12-2-B-0 12.74°CW 11.6mm_| 19mm | 19mm_| 39X7225 5.93 vertically mounting TO-220 and TO-218 components. Ideal for a variety of applications where quick assembly 


PIM_211982 


DOUBLE SURFACE HEAT SINKS 2 
wakefield-vette 


RoHS 
Compliant 
Available 


For space-critical applications where high power is dissipated. Black anodized finish aluminum alloy. Mfg. part 
no. suffixes: A = one TO-3 semi-mounting hole; K = blank (no holes). 
Price Each 
Mfg. Part No. | Thermal Resistance | Height Width Length Stock No. 1-9+ 
TO-3, Blank (No Holes) 
@ 423K 47°C@S50W 66.7mm | 120.7mm | 140.2mm 58F511 23.97 
@ 403K 55°C@30W 31.8mm | 120.7mm | 76.2mm 58F505 14.72 
@ 421K 58°C@50W 66.7mm | 120.7mm | 76.2mm 58F508 21.13 
@ 413K 72°C@50W 47.6mm | 120.7mm | 76.2mm 58F1004 17.88 
@ 401K 80°C@30W 31.8mm | 120.7mm | 38.1mm 58F502 15.78 
TO-3, One Mounting Hole 
@ 403A 55°C@30W 31.8mm | 120.7mm | 76.2mm 58F503 15.66 
@ 421A 58°C@50W 66.7mm | 120.7mm | 76.2mm 58F506 18.58 
@ 401A 80°C@30W 31.8mm | 120.7mm | 38.1mm 58F500 19.42 
PIM_4575 


TO-220 PKG. CHANNEL-STYLE HEAT ev 
SINKS wakefield-vette 


OOO 


270, 271, 272 
RoHS 
Compliant 
Available 
power SCRs and transistors 


© 286, 287, 288 series have wave-solderable pins 


288 


© 272 series accepts two devices 
@ Provide two-sided cooling by adding 271 series 


heat sink to 270 or 272 heat sink on top of TO-220 = @ Black anodized finish aluminum 
device @ E suffix denotes RoHS compliant 
© 273 and 274 series heat sinks for plastic-case 
Price Each 
Mfg. PartNo. | Thermal Resistance Height Width Length | Stock No. 1-9+ 
TO-202, TO-220 
@ 272-AB 42°C@4W 9.4mm | 36.8mm | 44.5mm 81F044 0.23 
@ 270-AB 70°C@4W 9.4mm | 17.8mm | 44.5mm 81F042 0.17 
@ 288-1ABE 85°C@4W 31.8mm | 22.2mm | 22.2mm | 42M0656 1.02 
TO-218, TO-220 
@ 273-AB 49°C@2W 9.5mm |} 19.1mm | 19.1mm 81F046 0.34 
> CONTINUED > 


and space are considerations. Material: black anodized aluminum. Note: Thermal compound is assumed 
between device and heat sink. Tab temperature with mfg. part no. 634-20ABPE heat sink will typically be about 
15% lower. Tab temperature with mfg. part nos. 634-10ABP/10ABPE heat sink will typically be about 25% 
higher. E suffix in mfg. part no. indicates RoHS compliant. 


Price Each 
Mfg. Part No. Height Width Length StockNo. | 1-9+ 
TO-218, TO-220 
@ 634-10ABPE 25.4mm 16.26mm 16.26mm 42M0657 1.99 
@ 634-15ABPE 38.1mm 16.26mm 16.26mm 08R0114 174 
@ 634-20ABPE 50.8mm 16.26mm 16.26mm 42M0658 1.64 
PIM_17826 


WAVE-SOLDERABLE HEAT SINKS Pa 
wakefield-vette 


eo 
& 


Speed Clip (for 667) 


© 667 series for TO-220 plastic-case Geiacinp fant 
devices ; Available 
@ Black anodized aluminum 


637 647 


© 626, 627, 634 series for TO-218, TO-220 devices 

© 637, 647, 667 series for TO-220 devices 

© 657, 677 series for TO-218, TO-220, TO-247 
devices 


NOTE: E suffix in mfg. part no. denotes RoHS compliant part. N suffix denotes notch at bottom of heat 
sink. Speed clips enable fast, vertical PC board mounting; order separately below. PP-Type suffix in mfg. part 
no. = wave-solderable plain pins. 
Price Each 
Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. [19+ 
TO-218, TO-220 
@ 634-15ABPE ae 38.1mm | 16.26mm | 16.26mm | 08R0114 1.74 
@ 626-20ABEP 55°C@6W 50.8mm | 34.9mm | 12.7mm | 03P0727 2.19 
@ 627-20ABEP 55°C@6W 50.8mm | 34.9mm | 12.7mm | 03P0728 zd 
TO-218, TO-220, TO-247 
@ 657-25ABPE 25°C@6W 63.5mm | 41.9mm | 25.4mm | 42M0663 247 
@ 657-20ABPE 32°C@6W 50.8mm | 41.9mm | 25.4mm | 42M0662 2.30 
@ 657-15ABPE 38°C@6W 38.1mm | 41.9mm | 25.4mm | 06M4224 1.04 
@ 677-15ABPE 46°C@6W 38.1mm | 41.9mm | 25.4mm | 42M0666 2.09 
@ 677-10ABPE 52°C@6W 25.4mm | 25.4mm | 41.9mm | 08R0211 2.24 
TO-220 
@ 647-25ABPE 25°C@6W 63.5mm | 41.9mm | 25.4mm | 42M0661 2.08 
@ 647-20ABPE 31°C@6W 50.8mm | 41.9mm | 25.4mm | 42M0660 1.89 
@ 647-15ABPE 37°C@6W 38.1mm | 41.9mm | 25.4mm | 80K7229 2.34 
@ 647-10ABEP 42°C@6W 25.4mm | 41.9mm | 25.4mm | 42M0659 1.63 
@ 637-15ABPE 65°C@6W 38.1mm | 34.9mm | 12.7mm | 83K8262 1.44 
@ 667-15ABPPE 66°C@6W 38.1mm | 34.9mm | 12.7mm | 41M6814 2.52 
@ 637-10ABPE 76°C@6W 25.4mm | 34.9mm | 12.7mm | 93K7986 1.26 
@ 667-10ABPPE 76°C@6W 25.4mm | 34.9mm | 12.7mm | 42M0664 1.67 
PIM_4466 
SpeedClip™ 
> CONTINUED > 
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SpeedClip™ (CONT.) 


Price Each 
Mfg. Part No. Description Stock No. 1-9+ 
Clip 
@ 285SC Spring Steel, 10 Force Ibs. 46F7897 0.18 
@ 330SC Stainless Steel, 4 Force Ibs. 90F1417 0.57 
PIM_5512235 


HEAT SINKS FOR 30-100W METAL ——————s 
POWER SEMICONDUCTORS & HIGH- : 
POWER HEX-TYPE RECTIFIERS & wakefield-vette 
DIODES 
RoHS 
Osa 
Available 


433K 441K 

433 high-performance heat sink for minimum space. 441 high density heat sink for mounting on vertical surface 

(no brackets required) for better natural convection. 486 and 489 heat sink for mounting and efficient heat 

dissipation. Black anodized aluminum alloy. “K” suffix indicates blank semiconductor mounting hole pattern. 
Price Each 

Mfg. Part No. | Thermal Resistance Height Width Length | Stock No. 1-9+ 

@ 441K 19°C@50W 114.3mm | 120.7mm | 139.7mm 58F521 3007, 

@ 489K 19°C@50W 158.8mm | 158.8mm | 228.6mm 58F428 97.36 

@ 486K 24°C@50W 158.8mm | 158.8mm | 152.4mm 58F425 72.42 

TO-3 

@ 433K 42°C@50W 76.2mm 120.7mm | 139.7mm 58F334 27.69 

PIM_4469 


621, 623 AND 641 SERIES SINGLE- emma 
CHANNEL HEAT SINKS FOR METAL- : 
CASED SEMICONDUCTORS wakefield-vette 
RoHS 
GeReinpen 
Available 


621, 623 
Replace marginal flat plate dissipators. Fin design provides large surface area for maximum natural convection. 


Black anodized finish aluminum alloy. Type suffixes: A = 1 TO-3 semi mounting hole; K = blank (no holes). 
Price Each 

Mfg. PartNo. | Thermal Resistance | Height Width Length Stock No. 1-9+ 

TO-3, 1 TO-3 Semiconductor Mounting Holes 

@ 641A 36°C@15W 25.4mm | 104.8mm | 76.2mm 58F467 14.07 

@ 621A 75°C@15W 11.7mm | 120.6mm | 120.6mm 58F482 2.96 

TO-3, Blank No Holes 

@ 641K 36°C@15W 25.4mm | 104.8mm | 76.2mm 58F540 17.53 

@ 623K 52°C@15W 11.7mm | 120.6mm } 120.6mm 58F539 7.31 

@ 621K 75°C@15W 11.7mm | 120.6mm |} 120.6mm 58F538 4.70 

PIM_4468 


HIGH-PERFORMANCE HEAT SINKS FOR 


POWER MODULES w ° 
392 series heat sinks are designed for effective cooling a k e f le I d-ve tt e 
Gee simpiat 
Available 


of single and multiple isolated power modules, IGBTs, 
relays, and rectifiers. Standardized 80mm mounting in 
both natural and forced convection. Base width: 4.921” 
(125.0). Height: 5.346” (135.8). Black anodized finish. 


Price Each 
Mfg. PartNo. | Thermal Resistance Height Width Length | Stock No. [| 4-9+ 
@ 392-300AB 0.33°C/W 135.8mm | 125mm | 300mm 97F953 182.45 
@ 392-180AB 0.43°C/W 135.8mm | 125mm | 180mm | 92F4664 111.73 
@ 392-120AB 0.5°C/W 135.8mm | 125mm | 120mm | 92F4663 103.40 
PIM_4588 


1.800.463.9275 ¢ newark.com 


HEAT SINKS & THERMAL MANAGEMENT 
HEAT SINKS — PC BOARD 


TO-3 & TO-220 PKG. MAXIMUM eee 
EFFICIENCY OMNIDIRECTIONAL HEAT wakefield-vette 


SINKS 
Spire ; 
Compliant 
Available 


@ Black anodized aluminum alloy 

@ “K” suffix indicates blank mounting hole pattern 
(usable with one TO-3 device or two TO-220 
devices) 

@ Thermal performance natural convection @ 
typical load 


Price Each 
Mfg. PartNo. | Thermal Resistance Height Width Length | Stock No. [49+ 

TO-3, TO-220 

@ 680-125A 45°C@7.5W 31.8mm | 46mm 46mm 58F392 17.40 
@ 680-125K 45°C@7.5W 31.8mm | 46mm 46mm 01F7289 9.94 
@ 680-10A 52°C@7.5W 25.4mm | 46mm 46mm 97F2148 16.43 
@ 680-75A 58°C@7.5W 19.1mm | 46mm 46mm 58F398 15.75 
@ 680-5A 70°C@7.5W 12.7mm | 46mm 46mm 58F401 14.06 

PIM_4581 


PENGUIN COOLER PIN FIN ei. 
HEAT SINKS wakefield-vette 


Available 


628 Series 
624 series for adhesive attachment to 21x21mm BGAs. 625 series for adhesive attachment to 25x25mm 


658 Series 


BGAs. 628 series for adhesive attachment to 17x17mm ceramic PGAs. 630 series for adhesive attachment to 
35x35mm BGAs. 658 series designed for heat dissipation for Olin Corporation MQuad™ aluminum Quad flat 
packs and Amkor Power Quad thermally enhanced PQFPs. Aluminum sink material with black anodized finish. 

Price Each 
Mfg. Part No. Height Width Length StockNo. | 1-9 

BGA 

@ 624-35AB 8.9mm 21mm 21mm 0803365 1.08 

@ 624-45AB 11.4mm 21mm 21mm 08C3370 4.14 

@ 625-45AB 11.4mm 25mm 25mm 08C3390 A238 

@ 630-45AB 11.4mm 35mm 35mm 73H5115 1.37 

@ 658-45AB 11.43mm 27.9mm 27.9mm 93F6543 0.65 

@ 624-60AB 15.2mm 21mm 21mm 08C3375 A2e 

@ 658-60AB 15.24mm 27.9mm 27.9mm 93F6544 0.72 

BGA, 628 Series 

@ 628-65AB 16.5mm 43.2mm 44.5mm 95F3502 1.52 

BGA, Chomerics, T405 

@ 658-60ABT1 15.2mm 27.9mm 27.9mm 0803434 S 

BGA, Chomerics, T412 

@ 624-25ABT3 6.4mm 21mm 21mm 0803363 4.52 

@ 658-25ABT3 6.4mm 27.9mm 27.9mm 0803431 1.92 

@ 658-35ABT3 8.9mm 27.9mm 27.9mm 51B1423 1.30 

@ 624-45ABT3 11.4mm 21mm 21mm 08C3373 2.31 

@ 658-60ABT3 15.2mm 27.9mm 27.9mm 52F4988 2.06 
PIM_4591 


BGA HEAT SINKS ma 
wakefield-vette 


RoHS _ 
Compliant 
Available 


Made for 40mm BGA applications. Material: black anodized aluminum. 659 series heat sinks are for AMD and 
PowerPC™ devices. 655 series heat sinks are for PowerPC™ 601 and PowerPC™ 603 devices. For thermal 
resistance graph; go online or call. 


> CONTINUED > 
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HEAT SINKS & THERMAL MANAGEMENT 
HEAT SINKS — PC BOARD 


BGA HEAT SINKS (CONT.) 


@ Indicates RoHS Compliant | Find Datasheets Online 


HEAT SINKS FOR DC/DC CONVERTERS (CONT.) 


Price Each Price Each 
Mfg. Part No. Height Width Length Stock No. 1-9+ Mfg. PartNo. | Thermal Resistance | Height Width Length | Stock No. 1-9+ 
BGA, Omnidierectional Fin Heat Sink Full Brick 
@ 655-26AB 6.6mm 40.6mm 40.6mm 93F6540 2.41 @ 559-50AB 40°C@10W 12.7mm 61mm 116.8mm | 78M7610 7.95 
@ 655-53AB 13.3mm 40.6mm 40.6mm 93F6541 1.93 @ 558-75AB 40°C@12W 19.1mm 61mm 116.8mm | 21M6797 4.80 
BGA, Unidirectional Fin Heat Sink @ 557-140AB 40°C@14W 35.6mm | 116.8mm 61mm 37K6011 8.15 
@ 659-65AB 16.5mm 36.8mm 36.8mm 93F6549 0.85 Half Brick 
PIM_70396 @ 527-45AB 60°C@7W 11.4mm | 57.9mm 61mm 91F3670 247 
@ 528-45AB 60°C@7W 11.4mm 61mm 57.9mm 91F3672 3.74 
SURFACE MOUNT HEAT SINKS 77 @ 517-95AB 60°C@11W 24.1mm | 57.9mm 61mm 91F3667 6.15 
© No Interface Material Required PIM_17927 


wakefield-vette 


RoHS 
Compliant 
Available 


© Copper with Tin-Lead Plating for Improved Solderability 
and Assembly 

@ EIA Standards and ESD Protection are Specified 

@ For Use with Water-Soluble or No-Clean SMT Solder 
Creams or Other Pastes 


Compatible with surface mount technology (SMT), these 
heat sinks allow greater packaging densities and reduction 
in PC-board area, increasing the power dissipation 
of surface mount devices (SMD) while maintaining 
manufacturer's component thermal specifications. 


TO-220, TO-218, TO-247 EXTRUDED HEAT SINKS _ Oa 
RoHS 

Gee tinsiat 
Available 


Tape Cut 
Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. 1-9+ 
D2PAK, SOL-20, SOT-223, TO-220, TO-263 
@ 217-36CTREG 55°C/IW 9.14mm | 15.2mm | 18.8mm | 43K2732 0.71 FA Series RA Series 
SOL-20, SOT-223, TO-220, TO-263 © For vertical mounting with solderable pins © 0.091” dia. pre-tinned pins 
@ 217-36CTE6 55°C/W 9.9mm | 18.8mm | 15.2mm | 40K3868 0.60 © Aluminum 6063-T5 © Solder: 100% tin (Sn) 
@ Black anodized 
PIM (0326 These devices are for use with Ohmite products; go online or call. 
Price Each 
C40 SERIES TO-247, TO-264 and SOT-227 PKG. OFRI Mfg. PartNo. | Thermal Resistance | Height | Width | Length | Stock No. 1-9+ 
ad lee eae 10-218, 10-220, 10-247 
© Spring cli: music wire, per ASTM A228 with bright - © RA-T2X-64E 3.°CW 635mm | 42mm | 25mm | 92R5230 an 
nickel plating == @ RA-T2X-51E 3.5°C/W 50.8mm | 42mm 25mm 92R5229 = 
® Solder foot: cold-rolled steel, per ASTM A-366 with pure @ RA-T2X-38E 3.9°CIW 38.1mm 42mm 25mm 92R5228 224 
ba a et hl ideal for high densit ue 
and smal size (1U or 2U) electronic packaging wih forced © FA-T220.64E CW éasmm | 46mm [25mm [ 99Rs@26 [3.21 
convection cooling. This compact, high performance heat @ FA-T220-51E 3.4°C/W 50.8mm | 41.6mm | 25mm 92R5225 2.82 
sooner ie rt mateakmrrmriiae eratexcae_[—3eOW [anim [Aen [ann [saad [ 
be thru-hole soldered in single or paired configurations. The paired unit has mounting holes to accomodate a @ FA-T220-25E 47°C 25.4mm | 41.6mm | 25mm | 92R5223 2.09 
40mm x 40mm fan. PIM_194795 
Price Each 
Mfg. Part No. Height Width Length Stock No. 1-9+ 
Black Anodized TO-220 & TO-247 PKG. HEAT SINKS _OhN ae 
@ C40-058-AE 43.8mm 32mm 58mm 96W2041 418 
Degreased GeRein . 
Compliant 
@ C40-058-VE 43.8mm 32mm 58mm 96W2042 4.93 Available 
PIM_212258 
Clip 
Price Each 
Mfg. Part No. Stock No. 1-9+ 
Heat Sink Spring Clip - TO-247 - 19.8mm 
@ CLA-T247-21E S6w2039 0.97 WA-T247-101E WV-DT2-101E 
Heat Sink Spring Clip - T0-264 - 19.8mm © Self-aligning extruded aluminum heat sink @ Integrated tin-plated, spring clip with 13.2 (lbf) 
@ CLA-1264-21E 96W2040 1.47 © Solderable feet for vertical thru-hole mounting of force 
PIM_5512171 Price Each 
Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. 1-9+ 
HEAT SINKS FOR DC/DC CONVERTERS rm 10-220, Black Anodized 
wa k e f i e | d-ve tt e @ WA-T220-101E 12°C/W 30.5mm | 18.3mm 16mm | 67R4340 22. 
TO-220, TO-247, Black Anodized 
Gee eimoint @ WA-DT2-101E 7°CIW 32mm _ | 43.4mm 16mm | 82R5635 = 
Available TO-247, Black Anodized 
@ WA-T247-101E 11°C/W 32mm =| 23.4mm 16mm 67R4341 2.45 
TO-264, Black Anodized 
@ WA-T264-101E 11°C/W 32mm 16mm | 23.4mm 8471918 2.50 
TO-264, Degreased 
@ WV-T264-101E 12°C/W 32mm 16mm | 23.4mm | 8471919 0.57 


Half Brick 


Standard mounting hole pattern for “half-brick” mates with the majority of “half-brick” DC/DC converters. 
Standard mounting hole pattern for “full-brick” mates with Vicor DC/DC converters. Aluminum extruded fin 
construction keeps DC/DC converter modules cool in both forced and natural convection applications. Vertical 
and horizontal fin configurations are available in a variety of fin heights. MS4 suffix includes M3 x 8 Phillips 
head screws with captive washer and DeltaLink IV thermal interface pad. Material: black anodized aluminum. 


Full brick natural convection power dissipation (Watts) @ 40°C rise heat sink to ambient. Half brick natural 
convection power dissipation (Watts) @ 60°C rise heat sink to ambient. 
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1566 Go online or call for non-compliant or &?ROHS Compliant products. See page 2 


TO-247 & TO-264 PKG. HEAT SINKS 

@ Thermal resistance: 2 °C/W @ 200 LFM 

© Constructed of aluminum alloy 6063-T5 or equivalent 

@ Heat sink comes with matrix clip system 

@ Ideal for high power density and small size (1U or 2U) 
electronic packaging with forced convection cooling 


RoHS — 
Compliant 
Available 


Price Each 

Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. 1-9+ 
TO-247, TO-264, Black Anodized 
@ MA-302-55E 3°C/W 43.5mm | 55.8mm | 55mm 3072360 9.69 
@ MA-301-27E 4.6°C/W 43.5mm | 55.8mm | 27mm 8471913 10.00 
@ MA-102-55E 5.2°C/IW 38.6mm | 34.1mm | 55mm 72R6930 7.66 
@ MA-101-27E 8°C/W 38.6mm | 34.1mm | 27mm 8471912 = 
TO-247, TO-264, Degreased 


3.6°C/W 


@ MV-302-55E 43.5mm 


§5.8mm 55mm 3072665 9.70 
@ MV-301-27E 5.5°C/W 43.5mm | 55.8mm | 27mm 8471915 7.91 
@ MV-102-55E 6°C/W 38.6mm | 34.1mm | 55mm 72R6931 = 
@ MV-101-27E 9.6°C/W 38.6mm | 34.1mm | 27mm 8471914 5.98 
PIM_176074 


TO-263 (D2), & TO-268 (D3) PKG. HEAT SINKS 

© Surface mount heat sink combines tin-plated, solderable rods with an 
aluminum extruded body 

© Rods (or “rollers”) are mated mechanically to the 
heatsink by forging to reduce the thermal resistance 
between the heatsink body and the solderable feet 

@ Available in bulk packaging or tape & reel -TR suffix 
(250 units per reel) 


RoHS — 
Compliant 
Available 


Price Each 
Mfg. Part No. Height Width Length Stock No. 1-9+ 

TO-263, Black Anodized 

@ DA-T263-101E 10.16mm 25.91mm 12.7mm 67R4336 as 

@ DA-1263-101E-TR 10.16mm 25.91mm 12.7mm 72R3744 1.86 

TO-263, Degreased 

@ DV-T263-101E 10.16mm 25.91mm 12.7mm 67R4338 Al 

@ DV-T263-101E-TR 10.16mm 25.91mm 12.7mm 72R3746 1.88 
PIM_167114 
CLIP ON HEAT SINKS FOR T0-220 fiselner elektronik =) 


@ Max. 14.5 mm wide 

@ Uses less PCB space than other heat sinks 

© Simple assembly 

© Effective heat emmision with horizontal and vertical 
mounting 

© Black anodized aluminum 


RoHS _ 
Compliant 
Available 


Price Each 
Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. 1-9+ 
TO-220, Without Soldering Lug 
@ FK 237 SA2200 21°CW 12.7mm_ | 14.5mm | 19.05mm | 34M6211 4.15 
TO-220, With Tinned Soldering Lug 
@ FK 237 SA220V 21°CW 13.51mm | 14.5mm | 25.4mm | 34M6212 3.98 
@ FK 237 SA220 H 21°CW 16.75mm | 14.5mm | 19.05mm | 21M9045 3.80 
PIM_202108 
HEAT SINKS FOR D PAK AND OTHERS fischner elektronik == 


© Material: Copper 


HEAT SINKS & THERMAL MANAGEMENT 


HEAT SINKS — PC BOARD 


HEAT SINKS FOR SMD PACKAGES 
© Especially for SMD packages 

© Low size 

@ Reduced weight 

© Effective heat transmission 

e 

e 


fiselner elektronik= 34 
RoHS 

Oa pliant 
Available 


Bonding directly on IC package 
Black anodized aluminum 


Price Each 
Mfg. Part No. Thermal Resistance | Height | Width | Length | Stock No. [19+ 
DIP, PLCC, SMD 
@ICK SMD E15 SA 27°CW 8mm | 15.3mm | 15.3mm | 34M6440 3.45 
@ICK SMD F 17 SA 42°C 6mm 8mm 17mm | 34M6445 eno) 
@ICK SMDA13 SA 63°C/W 48mm | 6.3mm 13mm 34M6430 0.93 
@ICK SMDF 10 SA 71°CW 6mm 8mm 10mm | 34M6444 1.61 
@ICKSMDA10 SA 75°CIW 4.8mm | 6.3mm | 10mm | 34M6429 0.94 
PIM_202106 
EXTRUDED LED HEAT SINKS fiselher elektronik 34 


RoHS _ 
Compliant 
Available 


© For PCB mounting ® Black anodized aluminum 


Price Each 
Mfg. Part No. Thermal Resistance | Height Width Length | Stock No. [19+ 
@ SK 508 100 SA 3.8°C/W 25mm | 100mm | 100mm | 1776992 27.32 
@ SK 400 37.5 SA 7.8°C/IW 10mm 33mm 37.5mm | 1776983 3.17 
SOT-32, TO-220 
@ SK 454 50 SA 8.55°C/W 19mm | 21.45mm | 50mm 1776986 2.44 
@ SK 454 75 SA 10.1°C/W 19mm | 21.45mm | 75mm 1776987 4.27 
@ SK 454 100 SA 10.1°C/W 19mm | 21.45mm | 100mm | 17T6985 On. 
@ SK 452 37.5 SA 11.1°C/W 25mm 29mm 37.5mm | 1776984 3.58 
@ SK 470 100 SA 19°CW 8mm 11.8mm | 100mm | 1776994 4.66 
PIM_192355 
LED Heat Sinks 
Thermal External Price Each 
Mfg. Part No. Resistance Diameter Height Stock No. 1-9+ 
Aluminium 
@ SK 578 15 SA 2.15 °C/W 60 mm 15 mm 1777002 Ws) 
@ SK 57210 SA 2.25 °C/W 85 mm 10 mm 1776999 9.21 
@ SK 57250 SA 2.25 °C/W 85 mm 50 mm 1777001 45.44 
@ SK 571 25SA 2.28 °C/W 70 mm 25 mm 1776997 15.74 
@ SK 57150 SA 2.28 °C/W 70 mm 50 mm 1776998 14.93 
@ SK 57010 SA 2.3 °C/W 70 mm 10 mm 1776993 7.51 
@ SK 57050 SA 2.3 °CIW 70 mm 50 mm 1776995 21.70 
PIM_5512233 


HEAT SINKS FOR AC-TO-DC POWER SUPPLIES 


For use with Lambda PFE300S, 500S, and 700S 
series and mfr. part no. HAM-F10T for use with 
PFE1000Fsingle output full brick AC-DC power 
supplies; go online or call. 


TDK:-Lambda 
Gepeinyan 


: re cena hs the ees phair Gee simoiat Price Each 
PAK (10 263), D3 PAK (T0268), jee $0.1 i 50-16, Mfg. PartNo. | Thermal Resistance | Height Width Length Stock No. 1+ 
Power SO-10 SOT 23 etc. @ HAF15T 1.5°CW 38.1mm 61mm 116.8mm | 96M0416 17.90 

@ HAF15L 1.9°C/W 38.1mm | 61mm | 116.8mm | 96M0415 17.90 
@ HAF10L 2.2°CIW 25.4mm | 61mm | 116.8mm | 96M0414 14.82 
Degreased 
Price Each @ HAMF10T 0.78°C/W 33.4mm | 100mm 160mm 11R6932 42.52 
Mfg. Part No. Thermal Resistance | Height | Width | Length | Stock No. 1-9+ PIM_97517 

TO-252, D2-Pak 

@ FK 244 13 D2 PAK 22.8°C/IW 10mm | 26mm | 13mm | 34M6223 1.84 

TO-252, D-Pak 

@ FK 244 13 D PAK 25°C/W 10mm | 23mm | 13mm | 34M6222 1.94 

@ FK 244 08 D PAK 31.5°C/W 10mm | 23mm | 8mm 34M6220 1.87 

PIM_202107 
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HEAT SINKS & THERMAL MANAGEMENT 


HEAT SINK 


HEAT SINKS 


RELAY 


@ Indicates RoHS Compliant 


4] Find Datasheets Online 


HEAT SINK KITS FOR CHASSIS MOUNT SSRs (CONT.) 


@ For use with most hockey puck SSRs, regardless 


of manufacturer 


® Single phase or Three phase SSRs 


© Up to two single phase SSRs can be mounted on 


some heat sinks 


@ Popular DIN-rail mounting 
@ Some versions with cooling fans for higher 


amperage loads 


Mfg. part no. RHS301 for DIN rail mounting only. Kits delivered with heat sink, DIN rail adapter, mounting 


1S-4035R HS-202 hardware, thermally conductive compound, and all the neccessary hardware. 
— Boe Thermal [rice Each 
HS-122DR HS-151DR Available Mfg. Part No. Resistance Length Height Width Stock No. 1+ 
« DIN Rail 
Sy @ RHS00 a 13.5mm 81mm 44mm 91F4645 = 
@ RHS301 0.8°C/W 122mm 82mm 118mm 92F3084 108.00 
i a @ RHS90A 1.35°C/W 80mm 103mm 90mm 71K9819 75.00 
HS-271DR = @ RHS45B 2°CIW 109mm 103mm 45mm 16C5558 47.00 
~~ @ RHS100 3°C/W 75mm 82mm 45mm 92F3115 46.00 
HS-351DR PIM_2429 
© Provides efficient heat dissipation @ Includes mounting brackets drilled holes to mount 
© Allows SSRs to operate close to their maximum relay 
ratings RELAY HEAT SINKS 
See also relay and heat sink assemblies online or call. 
Thermal Price Each 
Mfg. Part No. Resistance Length Height Width Stock No. 1-4+ 
DIN Rail 
@ HS103DR 1°C/W 132.1mm 60.2mm 76.2mm 33R2105 =e 
@ HS122DR 1.2°C/W 90mm 80mm 97mm 50R4621 = 
@ HS151DR 1.5°C/W 81mm 95mm 45.2mm 33R2124 = 
@ HS202DR 2°CIW 90mm 40.1mm 97mm 50R4637 = 
@ HS201DR 2°C/W 97mm 80mm 45.2mm 50R4632 = 
@ HS301DR 3°CW 97.8mm 40.1mm 45.2mm 50R4648 - 
@ HS501DR 5°C/W 80mm 15.3mm 44.5mm 25R0422 ae Thermal Price Each 
Panel Mfg. Part No. Resistance Length Height Width Stock No. 1-99+ 
@ HS053 0.5°C/W 152.4mm 88.9mm 152.4mm 50R4609 = Panel 
@ HS072 0.7°C/W 139.7mm 66.8mm 120.1mm 50R4613 = DHS03 1.35°C/W 110mm 50mm 125mm 11AC0378 24.77 
@ HS103 1°C/W 132.1mm 60.2mm 76.2mm 50R4616 me DHS02 1.49°C/W 70mm 50mm 125mm 11AC0377 17.36 
@ HS122 1.2°CIW 90mm 80mm 81mm 50R4620 = DHS01 2.19°C/W 50mm 50mm 80mm 11AC0376 7.87 
@HS172 1.7°C/IW 104.7mm 40.6mm 85.3mm 33R1781 = PIM_5728326 
@ HS201 2°CiW 81mm 80mm 45mm 50R4631 a 
e822 2CW__| 80mm _| 40.imm_| _eimm_ (Rae = HI-CONTACT LIQUID COLD PLATE FORPOWER A> AAI 
@ HS251 2.5°CIW 52.3mm 40.6mm 85.3mm 50R4640 a APPLICATIONS SS 
@ HS301 3°CiW 81mm 40mm 45mm 50R4647 — Extruded base and continuous tube construction INS THERMALLOY 
5 © Joint free tube reduces chances for leaks RoHS _ 
For Use | Price Each_ © Tube directly contacts the base of the device cooled Gop tinpiat 
Mfg. Part No. Type With Stock No.|  1-1-9+ improving thermal resistance 
@KS101 Cover Crydom Single-Phase and Three-Phase| 04X4226 = © Thin epoxy joint between tube and plate outperforms 
solute hea e a evel Extrusion, aluminum 
@ DRK1 DIN Rail Adapter | Crydom eg re HS201, HS151 & | 50R4605 Es © Tube Material: Copper, 95mm (0.375") O.D. x 1.24 
eaLonks mm (0.044") wall 
@ TRM6 Copper Lug Terminal Crydom Screw Terminal SSRs 50R4657 = © Unfinished standard 
@KS100 Cover Crydom Single Phase Solid State Relays | 95F2220 = Hi-Contact™ cold plates feature a interlocking groove and - 
@ KS300 Cover Crydom Three Phase Solid State Relays | 95F6052 = tube geometry that improves mechanical robustness and 
thermal performance over conventional designs. Designed 
PIM_163661 for medium power density applications. 
Price Each 
Heat Sink Pads Mfg. Part No. Thermal Resistance | Height | Width | Length | Stock No. 1-9+ 
Price Each @ 416601000006 0.005°C/W 17.4mm | 127mm | 381mm | 66K0415 277.57 
Mfg. Part No. | Thermal Conductivity | Length | Width | Thickness | StockNo. | 1-9+ © 416401U000006 0.012°C/W 17.4mm | 57.2mm | 133.4mm | 84K8690 90.13 
@ HSP1 1Wim.K 57.2mm | 44.5mm | 0.003mm | 28C3420 = PIM_192427 
@ HSP3 1Wim.K 103.9mm | 73.7mm | 0.003mm | 52R5911 = 
@ HSP2 2Wim.K 57.2mm | 44.5mm | 0.005mm | 4074805 aa 4mm DIAMETER ROUND HEAT PIPES a 
@ HSP5 2Wim.K 104.1mm | 73.7mm | 0.005mm | 4074806 = . 
agrees wakefield-vette 
Screws 
Thread Screw Price Each 
Mfg. Part No. Size Length Stock No. 1-9+ 
@HK1 8-32 0.376” 50R4607 a 
PIM_5512230 


HEAT SINK KITS FOR CHASSIS MOUNT SSRs 


RHS100 


RHS45B 


RHS90A 


RoHS _ 
Compliant 
Available 


ns ye 


CARLO 


GAVAZZI 


RHS301 


> CONTINUED > 


© Material: copper @ Lightweight 

© Wick structure: powder sinteed copper ® Veratile with high thernmal performance 

High performance heat pipes are used to transfer heat with minimal temperature difference from one area 
to another or across a specific surface material. Applications include automotive, consumer electronics, LED 
Lighting, medical, high power semiconductors, 

aerospace and defense. 
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4mm DIAMETER ROUND HEAT PIPES (CONT.) 


HEAT SINKS & THERMAL MANAGEMENT 


HEAT PIPES 


PELTIER COOLER THERMOELECTRIC MODULES (CONT.) 


Price Each Power | Internal Price Each 
Mfg. Part No. Length Diameter Stock No. 1-49+ Mfg. Part No. Rating | Resistance | Current, Max. | Voltage, Max. | Stock No. | 1-24" 
121686_REV1 70mm 4mm 91Y7356 12.06 75 °C 
121687_REV1 100mm 4mm 917357 8.94 @ MCPE-127-10-25 19W 6.90hm 2A 15.7V 08P1436 | 51.68 
121689_REV1 100mm 10mm 917359 14.01 @ MCPE-127-10-13 36W 3.60hm 3.9A 15.7V 08P1435 | 44.32 
121688_REV1 150mm 4mm 917358 -- 85 °C 
121690_REV1 200mm 10mm 91Y7360 15.48 @ MCPK2-19808AC-S | 51.6W | 1.650hm 8.5A 16.1V 08P1461 | 75.51 
121691_REV1 250mm 10mm 91Y7361 13.37 95°C 
121692_REV1 300mm 10mm 91Y7362 17.24 @ MCPK2-15828NC-S | 8.7W Sohm 2.8A 15.7V 08P1460 | 72.53 
PIM_5578622 PIM_192326 
PELTIER COOLER THERMOELECTRIC MODULES @ 3mm FLAT HEAT PIPES oe 
: ° 
en ae from small surface and multicomp wa k e f 1e I d-ve t t e 


long life in power cycling applications with 
change of current polarity 

© Operation temperaure operation up to 90°C for 
long life; up to 110°C for short periods 

© With operation close to 0.5 Imax extremely high 
COP (coefficient of performance possible) 

@ Epoxy sealed for moisture protection 

MCPE features: 

@ Maximum temperature for short time : 110°C 

© Operation temperature up to 90°C for long 
lifetime 

© Good reliability in ON-OFF mode 

@ Recommended operation current not higher than 
0.7 of | max. 

MCPE features: 

@ Maximum temperature for short time: 200°C 

© Operation temperature up to 150°C for long 


RoHS 
Compliant 
Available 


@ PE1 Modules have specification of -40 to +100°C 
operation, and are silicone sealed for moisture 
protection 

MCTE1 features: 

© Operating range : -40°C to +90°C 

@ Dropping or exerting mechanical shock will cause 
breakage, take care in handling 

© Thinly spread thermally conductive grease should 


© Material: copper 
@ Wick structure: powder sinteed copper 


@ Lightweight 

@ Veratile with high thernmal performance 

High performance heat pipes are used to transfer heat with minimal temperature difference from one area 
to another or across a specific surface material. Applications include automotive, consumer electronics, LED 
Lighting, medical, high power semiconductors, 

aerospace and defense. 


lifetime be placed between module and heat exchanger Price Each 
° he ae mode reliability at high © Surface deviation from flatness should be kept Mfg. Part No. Width Length Diameter Stock No. 1-49+ 
e Pe amnendal operation current not higher than e Ao ae and performance it is rec- 121720_REV1 8.1mm ‘100mm 3mm 917367 9.96 
0.7 of | max. ommended that the module be utilised < 0.7 | max. 121721_REV1 8.1mm 150mm 3mm 917368 9.57 
MCPE1 features: © Silicone sealed for moisture protection 121722_REV1 8.1mm 200mm 3mm 91Y7369 = 
Power | Internal Price Each 121723_REV1 8.1mm 250mm 3mm 91Y7370 _ 
Mfg. Part No. Rating | Resistance | Current, Max. | Voltage, Max. | StockNo.|  1-24+ 121724 REV1 8.1mm 300mm 3mm 91Y7371 = 
68 °C 121716_REV1 8.4mm 100mm 2.5mm 91Y7363 = 
@ MCHPE-128-10-05-E | 88W 1.4ohm 9A 15.8V 08P1424 100.35 121717_REV1 8.4mm 150mm 2.5mm 91Y7364 12.24 
@ MCTE1-12712L-S 110W 1ohm 12A 15.4V 08P1463 43.72 121718 _REV1 8.4mm 200mm 2.5mm 91Y7365 12.55 
@ MCTE1-19908L-S 118W | 2.350hm 8.5A 24.1V 08P1465 46.90 121719_REV1 8.4mm 250mm 2.5mm 91Y7366 ss 
@ MCTE1-12715L-S 130W 0.80hm 15A 15.4V 08P1464 40.19 121725 _REV1 10.4mm 100mm 4.5mm 91Y7372 — 
@ MCHPE-127-14-06-E | 150W | 0.850hm 15.4A 15.7V 08P1423 127.79 121726_REV1 10.4mm 150mm 4.5mm 91Y7373 aS 
@ MCHPE-288-10-05-E | 196W 3.10hm 9A 35.9V 08P1427 | 181.21 121727_REV1 10.4mm 200mm 4.5mm 91Y7374 = 
@ MCTE1-19913L-S 200W 1.4ohm 13A 24.1V 08P1466 48.08 121728_REV1 10.4mm 250mm 4.5mm 91Y7375 14.60 
@ MCHPE-288-14-06-E | 340W 1.90hm 15.4A 35.8V 08P1429 | 240.12 121729 _REV1 10.4mm 300mm 4.5mm 91Y7376 15.57 
69°C PIM_5578624 
@ MCHPE-071-10-08-E } 32.1W | 1.210hm 6A 8.9V 08P1421 53.61 
@ MCHPE-127-10-08-E | 56.7W | 2.30hm 6A 15.7V 08P1422 57.24 TRANSISTOR PADS @ 
ne multicomp 
@ MCPE1-01708NC-S | 10.3W | 0.20hm 8.5A 2.1V 08P1439 | 33.94 
@ MCPE1-03108NC-S | 18.8W | 0.350hm 8.5A 3.8V 08P1440 20.59 
@ MCPF-031-14-11 19W 0.410hm 8.5A 3.8V 08P1450 45.91 


@ MCPE1-07106NC-S | 27.9W | 1.050hm 6A 8.8V 08P1441 | 31.05 
@ MCPE1-07107AC-S_| 31.1W | 1.250hm 6A 8.8V 08P1442 | 30.31 
@ MCPE1-12704AC-S | 35.2W | 3.5ohm 3.9A 15.7V | 08P1444 | 36.94 
@ MCPE1-07108AC-S | 43.1W | 0.850hm 8.5A 8.8V 08P1443 | 31.05 
@ MCPF-071-14-11 44w | 0.86ohm 8.5A 8.8V 08P1451 | 58.17 
@ MCPE1-12706AC-S | 53.1W | 1.9ohm 6A 15.7V | 08P1445 | 34.77 
@ MCPE1-12707AC-S | 556W | 2.20hm 6A 15.7V | 08P1446 | 34.88 
@ MCPE1-12708AC-S | 77.1W | 1.5ohm 8.5A 15.7V | 08P1447 | 36.40 
@ MCPF-127-14-11-£ | 79W | 1.59ohm 8.5A 15.7V | 08P1452 | 77.86 
71°C 

@ MCPF-161-12-10-E | 83W | 244ohm 687A | __20V 08P1455 | 84.76 
72°C 

@ MCPF-127-14-16-£ | 57W | 22ohm GA | 15.7V ‘(| 08P4453 | 75.82 
73°C 

@ MCPF-127-14-25-E | 37W | 3.5ohm 39A | 157V ‘| 08P1454 | 90.21 
74°C 

@ MCPF-031-10-25 44w | 1.76ohm 2A 3.8V 08P1449 | 45.92 
@ MCPE-031-10-15 7.3W | 1.03ohm 3.20 3.8V 08P1431 | 39.29 
@ MCPE-031-10-13 8.5W | 0.95ohm 3.9A 3.8V 08P1430 | 38.36 
@ MCPE-071-10-15 | 16.5W | 2.26ohm 3.20 8.8V 08P1433 | 41.36 
@ MCPE-071-10-13 18.5W | 2.050hm 3.9A 8.8V 08P1432 | 39.35 
@MCPE-071-14-16 | 34.7W | 1.31ohm 6A 8.8V 08P1434 | 45.29 
@ McPE-241-10-13 | 74.8W | 6.8ohm 3.9A 299V | 08P1437 | 90.64 
@ MCPE-241-14-15 | 112.7W| 4.270hm 6A 298V | 08P1438 | 125.25 

> CONTINUED > 
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RoHS 
Compliant 
e & Available 


©@ MPXO5GFNB spreads to 0.2” (5.08mm) PCB 
© M1802D PO Type 1B 


Sold in multiples of 100 pieces. 


@ M518-01N spread TO-18 to TO-5 


> CONTINUED > 


Price Each 
Mfg. Part No. Description Stock No. 1-99+ 

Transistor Mounting Pad 

@ M1802D TO-18 - 3.18 x 6.35mm 09WX0143 = 

@ M518-01N TO-5/TO-18 - 3.68 x 9.37mm 09WX0152 —_ 

@ MPXO5GFNB TO-92 - 3.81 x 7.11mm 09WX0141 0.10 
PIM_116563 

RoHS AV, 
MOUNTING KITS Eepin min We AAVID 
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HEAT SINKS & THERMAL MANAGEMENT 
HARDWARE 


MOUNTING KITS (CONT). ; 
Mounting kit for DO-4 devices contains 2 thermal insulators, 1 teflon bushing, 1 flat washer, 1 10-32 UNF-2B hex 


nut and 1 locking terminal. Also available with mica insulator; add M suffix to mfg. part no. number before “G”. 


488DG mounting kit for TO-220 devices contains 1 thermal insulator, 1 shoulder washer, 1 flat washer, 1 hex 
nut, 1 4-40 UNCB x 0.50 long PPH screw and 1 lock washer. Also available with alternative insulator material; 
add M suffix to mfg. part no.for mica or S suffix for Thermalsil III silicon rubber. 
Price Each 
Mfg. Part No. Description Stock No. 1-9+ 
4860 DO-4 with Thermafilm Insulator 97F6997 7.61 

@ 4880MG TO-220 with Mica Insulator 02M5407 3.19 

@ 4880G TO-220 with Thermalfilm Insulator 82K6096 5.41 

@ 4880SG TO-220 with Thermalsil III Insulator 10M7230 3.87 
PIM_4482 

INSULATING SHOULDER WASHERS FOR TO-220 We AAVID 


PRG: "ANS THERMALLOY 


RoHS 
Compliant 
Available 


j-— "cn —>| 


Features: @ Maximum recommended service temperature of 
@ Fits the tab of a TO-220 to provide electrical 260°C (500°F' 

isolation @ Recommended torque of 0.452Nm (4 inch-pounds) 
‘A’ = External Diameter 
'D' = Internal Diameter 

Internal External Price Each 
Mfg. Part No. Diameter Diameter Stock No. 1-9+ 

Nylon (Polyamide) 
@ 7721-15NG 2.9mm 6.1mm 18M8265 0.25 
PP (Polypropylene) 
@ 7721-7PPSG 2.95mm 5.46mm 85K9469 0.26 
@ 7721-8PPSG 3.56mm 6.22mm 14M4330 0.95 


PIM_82453 


TO-3 POWER TRANSISTOR SOCKETS 


EYSTONE 


281 fp — 2001, — aes: RoHS — 
For #6-20 Type B | ZILIA | Compliant 
t Available 


i ale Screws (2) 
tee =p mai feb 
430 7 T=€ Loam 
=> s 


_ a go i i 
Fig. 1 
No. 6-20 
ser Z\ 143102) Formed 
7 —/.460 t Thread 
20 ose 


136 DIA(2) 
Fig. 2 
© Top Plate: Molded Nylon 


Molded nylon power transistor covers easily mount over and insulate the power transistor. Will withstand 
temperatures to approx. 300°F. Available with or without brass eyelets installed in mounting holes to assure 
proper electrical contact with collector/case. Mfg. part no. 4606 Top Plate: Phenolic. 


© Base: Phenolic 


No. of Price Each 
Mfg. Part No. Contacts Stock No. 1+ 
TO-3 Socket, Brass, Tin Plated Contacts, Fig.1. 
@ 4600 3 94F863 2.35 
TO-3 Socket, Brass, Tin Plated Contacts, Fig.1., Boss Height 0.045” 
@ 4602 3 35F1178 1.84 
TO-3 Socket, Brass, Tin Plated Contacts, Fig.1., Boss Height 0.090” 
@ 4601 3 35F1170 2.66 
TO-3 Socket, Brass, Tin Plated Contacts, Fig.2. 
@ 4606 3 35F1176 2.18 
TO-3 Socket, Brass, Tin Plated Contacts, Fig.2., Boss Height 0.045” 
@ 4608 3 35F1172 1.83 
Accessories 
For Use Price Each 
Mfg. Part No. Description With Stock No. 1+ 
@ 4632 Power Transistor Cover, Eyelets None TO-3 Packages 97H7266 0.46 
@ 4634 Power Transistor Cover, Eyelets Two TO-3 Packages 97H7267 1.31 
PIM_78680 


@ Indicates RoHS Compliant | Find Datasheets Online 


SEMICONDUCTOR MOUNTING PADS We AAVID 


AS THERMALLOY 


RoHS _ 
Compliant 
Available 


TO-18 
Aligns device leads to facilitate board insertion. 
Price Each 
Mfg. Part No. Dia. Thickness Stock No. 1-9+ 

@ 7717-7NG 6.35mm 3.18mm 18M8264 0.42 
@ 7717-178NG 8.89mm 0.53mm 18M8263 0.67 
PIM_82452 
TO-3 INSULATING COVERS We AAVID 


INS THERMALLOY 


RoHS _ 
Compliant 
Available 


Insulating covers are designed to provide protection from accidental shock during field service or repair. Included 
are No.6 split washers as inserts to provide electrical connection of mounting screws to the TO-3 collector and 
an insulating snap-in cover for the screw heads. A test probe hole is provided in the top of the cover. 


Price Each 
Mfg. Part No. Stock No. 1-9+ 

Nylon, Black, UL 94 V-2 

@ 8909NBG 18M8294 0.16 
Nylon, White, Self-extinguishing UL 94 V-2 

@ 8903NWG 18M8292 0.83 
Thermoplastic Polyester, Black, Self-extinguishing UL 94 V-0 UL 492 Type 1 

@ 8903VBG 18M8293 2.79 
PIM_82454 

INSULATORS WE AAVID 


IS THERMALLOY 


RoHS 
Compliant 
Available 


Mica insulators provide high maximum operating temperatures (550°C) and excellent electrical properties. 


Aluminum oxide has unique thermal conductivity qualities and features low loss factors at high frequencies. It 
has high compressive strengths, high volume resistivity, low thermal expansion and it resists radiation. 
pee 4003G Thermal Conductivity: 251.28Wm-1°C-1 (25°F), 186.44Wm-1°C-1 (100°F), 146.57 Wm-1°C-1 
Dielectric Price Each 
Mfg. Part No. Thermal Conductivity Thickness Strength Stock No. 1-9+ 
TO-218/TO-247/TO-3P - Aluminum Oxide Ceramic 
@ 4180G 15.06Wim.K 2.03mm 550kV/mm 21M5217 1.29 
TO-218 - Silicone Rubber 
@ 53-02-103G 0.92Wim.K 0.152mm 667kV/mm 89M4417 0.99 
TO-220 - Mica 
@ 56-77-8G 0.528W/m.K 0.1mm 4.5kV/mm 18M8188 0.05 
@ 56-77-11G 0.528W/m.K 0.1mm 4.5kV/mm 18M8187 0.25 
TO-220 - Silicone Rubber 
@ 53-77-2G 0.92Wim.K 0.152mm 667kV/mm 24M0269 0.93 
TO-3 - Aluminum Oxide Ceramic 
@ 4103G 15.06Wim.K 2.03mm 550kV/mm 21M5216 6.08 
TO-3 - Beryllium Oxide Ceramic 
@ 4003G 1.57mm 450kV/mm 89M4415 14.88 
PIM_82455 
THERMALFILM POLYIMIDE ROHS 
PLASTIC FILMS Sept @) AS WW AAD 


IS THERMALLOY 


Thermalfilm™ polymide plastic insulating films are designed to be an improved replacement for mica. Insulators 
have an extremely high resistance to flow or thin out under high compressive stresses, particularly at elevated 
temperatures. Physical, mechanical and electrical properties remain nearly constant over a wide range of 
temperatures and frequencies. They are radiation resistant, have no melting points, and have no known organic 


solvents. Thermalfilm is rated 94 V-O. 
> CONTINUED > 
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THERMALFILM POLYIMIDE PLASTIC FILMS (CONT.) 


Dielectric Price Each 
Mfg. Part No. Thermal Conductivity Thickness Strength Stock No. 1-9+ 
TO-220 
@ 43-77-9G 0.379Wim.K 0.05mm 4.5kV/mm 83K3539 0.81 
PIM_110554 
TRANSISTOR INSULATING KITS Tat 
& he 
e ° alse 
hie e e 


@ All kits offer 1kV isolation, except MK3303 (2kV) 

@ MK3301 and MK3301/S use 4.37mm high bushes, 
shank length 3.2mm 

@ MK3301/51 uses 6.35mm high bushes, shank 
length 5.2mm 


Sold in packages of 10. 


© Kits with silicone impregnated washer eliminate the 
need for heat sink compound 

@ Heat sink compound should be used with Mica 
washer kits 

© MK3305 suitable for TO-218 devices 


Price per 
Pkg. 
Mfg. Part No. Thickness Stock No. | 1-99 

TO-126 
@ MK3309 0.1mm 50P9669 allt 
TO-220 
@ MK3306 0.1mm 50P9593 2.17 
@ MK3306/S 0.23mm 45P5588 2.81 
TO-3, 2kV isolation 
@ MK3303 0.2mm 09WX0125 0.30 
TO-3, 4.37 Bush 
@ MK3301 0.1mm 50P9585 as 
TO-3, 6.35 Bush 
@ MK3301/51 50P9587 2.65 
TO-3P/TO-218 
@ MK3305 0.1mm 50P9590 1.08 
PIM_116569 
TRANSISTOR MICA Seon 
INSULATORS Available 


(2) PLS .065 DIA Hole 


(2)PLS 


Fig. 1 


© 4667 - 1.655 x 1.062 x 0.110" 
© 4671 - 0.80 x 0.52 x 0.141” 


Model Dimensions (L x H x Mounting Hole Dia.): 
© 4651 - 1.625 x 1.093 x 0.165” 

© 4662 - 1.594 x 1.141 x 0.141” © 4672 - 0.86 x 0.52 x 0.141” 
© 4669 - 0.87 x 0.87 x 0.106” © 4673 - 0.86 x 0.52 x 0.114” 


These precision stamped mica insulators provide good thermal conductivity (.009 watts per square inch in 


thickness). Excellent thermal resistance 1100°F. Dielectric constant of 7 at 1000kHz. NOTE: Dim. 0.594” in Fig. 
1 is 0.521” for mfg. part no. 4667 
Price Each 
Mfg. Part No. Thickness Stock No. 1-24+ 
Fig 1 
@ 4651 0.076mm 97H7352 0.18 
@ 4662 0.076mm 92B7218 0.20 
@ 4667 0.076mm 91B3239 0.05 
Fig 2 
@ 4671 0.076mm 97H7353 0.12 
Fig 3 
@ 4672 0.076mm 92B7630 0.11 
@ 4673 0.076mm 97H7354 0.16 
PIM_78690 
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HEAT SINKS & THERMAL MANAGEMENT 
THERMAL INTERFACE MATERIAL 


ulTIMiFlux THERMALLY CONDUCTIVE 
GAP PIPER wakefield-vette 


@ Excellent thermal conductivity 

Natural tackiness — no need for adhesive 
Excellent compression characteristics 
Good wet-uut and superb flexibility 
Excellent converting properties 
@ RoHS and HF compliant 
uITIMiFlux line of thermal interface materials offer high 
performance, low cost, configurability and customsizes for your 
thermal system needs. Thermal Interface Materials (TIM) are a 
secondary material installed between the heat sink and the device 
which are designed to improve the thermal transfer to the heat 
sink. Regardless of how flat or smooth the device and heat sink 
are, there will always be small air voids between the two surfaces. 
Since air is a not a great conductor of heat, a TIM replaces the 
air and fills the voids. 


Price Each 
Mfg. Part No. | Thermal Conductivity | Length | Width | Thickness | StockNo.| 1-99 _ 
Silicone 
PL-05-1-1016 1 Wim.K 101.6mm |} 101.6mm | 500m | 12AC7697 5.54 
PL-05-1-254 1 Wim.K 25.4mm | 254mm | 500 um | 12AC7698 = 
PL-05-3-1016 3 Wim.K 101.6mm | 101.6mm | 500m | 12AC7699 1.49 
PL-05-3-1016-H 3 Wim.K 101.6mm}101.6mm | 500m | 12AC7700 2.59 
PL-05-3-254 3 Wim.K 25.4mm | 25.4mm | 500 um | 12AC7701 = 
PL-05-3-254-H 3 Wim.K 25.4mm | 254mm | 500 um | 12AC7702 = 
PL-05-5-1016 5 Wim.K 101.6mm |} 101.6mm | 500 ym | 12AC7703 =_ 
PL-05-5-1016-H 5 Wim.K 101.6mm |} 101.6mm | 500 ym | 12AC7704 — 
PL-05-5-254 5 Wim.K 25.4mm | 25.4mm | 500 um | 12AC7705 2.42 
PL-05-5-254-H 5 Wim.K 25.4mm | 25.4mm | 500 um | 12AC7706 2.90 
PL-1-1-1016 1 Wim.K 101.6mm}101.6mm| 1mm_ | 12AC7707 1.45 
PL-1-1-254 1 Wim.K 25.4mm | 25.4mm 1mm | 12AC7708 2.30 
PL-1-3-1016 3 Wim.K 101.6mm}101.6mm} 1mm_ | 12AC7709 = 
PL-1-3-1016-H 3 Wim.K 101.6mm}101.6mm]| 1mm_ | 12AC7710) 10.63 
PL-1-3-254 3 Wim.K 25.4mm | 25.4mm 1mm | 12AC7711 — 
PL-1-3-254-H 3 Wim.K 25.4mm | 25.4mm 4mm = | 12AC7712 = 
PL-1-5-1016 5 Wim.K 101.6mm}101.6mm]) 1mm_ |12AC7713} 30.77 
PL-1-5-1016-H 5 Wim.K 101.6mm}101.6mm} 1mm_ | 12AC7714) 25.25 
PL-1-5-254 5 Wim.K 25.4mm | 25.4mm 4mm | 12AC7715 1.83 
PL-1-5-254-H 5 Wim.K 25.4mm | 25.4mm 1mm | 12AC7716 3.72 
PL-2-1-1016 1 Wim.K 101.6mm}101.6mm} 2mm _ | 12AC7717 3.80 
PL-2-1-254 1 Wim.K 25.4mm | 25.4mm 2mm _ | 12AC7718 0.75 
PL-2-3-1016 3 Wim.K 101.6mm}101.6mm| 2mm | 12AC7719) 18.44 
PL-2-3-1016-H 3 Wim.K 101.6mm}101.6mm| 2mm_ | 12AC7720 = 
PL-2-3-254 3 Wim.K 25.4mm | 25.4mm 2mm = | 12AC7721 = 
PL-2-3-254-H 3 Wim.K 25.4mm | 25.4mm 2mm | 12AC7722 _ 
PL-2-5-1016 5 Wim.K 101.6 mm|101.6mm} 2mm _ | 12AC7723|} 42.42 
PL-2-5-1016-H 5 Wim.K 101.6 mm |101.6mm} 2mm_ | 12AC7724} 40.43 
PL-2-5-254 5 Wim.K 25.4mm | 25.4mm 2mm _ | 12AC7725 3.87 
PL-2-5-254-H 5 Wim.K 25.4mm | 25.4mm 2mm _ | 12AC7726 = 
PIM_5722629 
DELTAPAD® AND KAPTON® oo 
REINFORCED INSULATORS wakefield-vette 
RoHS 
Geesinpian 
Available 
TO-220 
Interface transistors to heat sinks and eliminate thermal grease, burr cut-through, and cracked or torn insulators. 
Price Each 
Mfg. Part No. Thickness Stock No. [19+ 
173-7 Series, No Adhesive, 0.33 °C/W 
@ 173-7-220P 0.178mm 81F9768 0.60 
173-9 Series, Adhesive Backing, 0.33 °C/W 
@ 173-7-240A 0.178mm 81F9770 0.78 
173-9 Series, No Adhesive, 0.5 °C/W 
@ 173-9-230P 0.229mm 81F9784 0.52 
@ 173-9-240P 0.229mm 81F9785 0.15 
@ 173-9-210P 0.229mm 81F9782 0.55 
175-6 Series, Greaseless, 0.4 °C/W 
@ 175-6-210P 0.152mm 46F7846 0.57 
@ 175-6-320P 0.152mm 46F7843 = 
@ 175-6-220P 0.152mm 46F7847 0.86 
> CONTINUED > 
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THERMAL INTERFACE MATERIAL 


DELTAPAD® AND KAPTON® REINFORCED INSULATORS (CONT.) 


Price Each 
Mfg. Part No. Thickness Stock No. [19+ 
175-6 Series, Greaseless, 0.4 °C/W 
@ 175-6-230P 0.152mm 46F7848 0.88 
@ 175-6-240P 0.152mm 46F7883 0.77 


PIM_4476 


THERMALLY CONDUCTIVE EPOXY ADHESIVE 
TRANSFER TAPES 


RoHS _ 
Compliant 
Available 


@ Indicates RoHS Compliant | Find Datasheets Online 


THERMAL ADHESIVES AND GREASES we AAVID 


KS THERMALLOY 


RoHS _ 
Compliant 
Available 


yg 


eT itive adhesives loaded eTh m ductive t il Ther-O-Bond thermally conductive adhesive offers excellent heat transfer high voltage isolation. Readily bonds 
Pray he cond iva We a i alee nade t a“ ae Lee ue te Si es on ais athe dl to metal, ceramics and most plastics. Thermalcote is a silicone based thermally loaded grease for use with 
WIN erally CONGUCIVE Ceramic Mes: TeAlet POWestenre lease NEF Ter ease Or nandling. all heatsinks. Thermal conductivity: 0.765 Wim°C. Thermalcote Il is a silicone free thermal grease. Thermal 
@ Pressure is needed to form a bond and heat and die cutting conductivity: 0.699 Wim°C. 
pressure on siome substrates © Tapes offer both good thermal conductivity and — z 7 
@ The specialized acrylic chemistry of these tapes good electrical insulation properties Dispensing Price Each 
provide for good thermal stability of the base @ Thermal conductivity (W/m-k): 0.60 Mfg. Part No. Method Weight Stock No. 1-9+ 
polymer © Color: grey Thermalcote 
Thermally conductive adhesive transfer tapes are designed to provide a preferential heat transfer path between 
heat-generating components and heat sinks or other cooling devices (e.g., fans, heat spreaders or heat pipes). O2516 _ 450g Cel on 
Mfg. part nos. 9882, 9885, and 9890 provide best adhesion results when used with high surface energy @ 2496 Tube 289 45M6145 16.67 
substrates. @ 2506 Tube 57g 456146 45.52 
Price Each PIM_73828 
Mfg. Part No. Color Length Width Stock No. 1-4+ 
Thermally Conductive, Polyester Film, Thickness - 0.05mm Adhesive 
@ 9882 (1"X36YDS) Grey 36yard 1" | 4175550 132.40 - 
Thermally Conductive, Polyester Film, Thickness - 0.143mm siaeibaalls a ie ei sat Ae perce act 
@ 9885 (1"X36YDS) Grey 36yard 1" 4175551 134.78 = 9. 7 7 eto olor elg) lock No. a 
Thermally Conductive, Polyester Film, Thickness - 0.25mm . Tia on 5 atk 700 TT j 
a acl 
_—_e ai = : | ae ee @ 49496 ae Black = 14M4355 aa 
PIM_196390 . 
PIM_5511267 


THERMALLY CONDUCTIVE EPOXY ADHESIVE TRANSFER 
TAPES 
e 


Tapes are tacky pressure sensitive adhesives loaded 
with thermally conductive ceramic fillers that do not 
require a heat cure cycle to form an excellent bond to 
many substrates 

@ Thermally conductive tapes are on a silicone treated 
polyester release liner for ease of handling and die 
cutting 

@ Tapes offer excellent adhesive performance with good 
wetting and flow onto many substrate surfaces 

© Thermal conductivity (W/m-K): 0.60 


% Gopi 
ompliant 
‘ Available 


Thermally conductive adhesive transfer tapes are designed to provide a preferential heat transfer path between 
heat-generating components and heat sinks or other cooling devices (e.g., fans, heat spreaders or heat pipes). 


BondaTherm™ Individual Epoxy ae 
Adhesive Dual Cartridges wakefield-vette 
% 


@ Fast room temperature cure — three speeds to choose 
from 

© Water and chemical resistance 

© Outstanding thermal shock resistance 

© 1:1 mix ratio 

© Impact resistance 

These high bond strength adhesives are clear 100% solids, two 

component, non-sag adhesives with a quick setting time of 5-46 

minutes at room temperature. They are excellent for bonding 

plated metals, pewter, glass, wood, ceramic, felt, cement, gem 

stones, most plastics and rubbers, etc... 

These adhesives were tested in our laboratory for flame 


The specialized chemistry of mfg. part nos. 8810, 8815 and 8820 renders them modestly soft and able to wet eget alanet yr rier to our test results they mee! 

to many surfaces, allowing them to conform well to non-flat substrates, provide high adhesion, and act as a : 

good thermal interface. Dispensing Price Each 

Price Each Mfg. Part No. Method Color Volume Stock No. 1-49+ 

Mfg. Part No. Color Length Width Stock No. 1-44 BT-102-50M Cartridge “ 50ml 17AC8964 16.96 

Thermally Conductive, Polyester Film, Thickness - 0.25mm BT-301-50M Cartridge Grey 50ml 17AC8966 18.94 

@ 8810 2IN X 36YD White 36yard a 4175547 309.75 BT-101-50M Cartridge Transparent 50ml 17AC8962 16.96 

Thermally Conductive, Polyester Film, Thickness - 0.375mm ACCESSORIES 

@ 8815 2IN X 36YD White 36yard 2 4175548 498.71 Price Each 

Thermally Conductive, Polyester Film, Thickness - 0.5mm Mfg. Part No. Stock No. | 4-1-24+ — 

@ 8820 2IN X 10YD White 10yard 2 4175549 201.67 BT-01-50M 17AC8960 57.79 

PIM_196392 BT-02-50M 17AC8961 4.09 

PIM_5732248 


THERMALLY CONDUCTIVE EPOXY ADHESIVE 


RoHS _ 
Compliant 
Available 


ey TC-2810 


@ Reworkable 2-part epoxies for high adhesion @ Minimal odor 
@ Low CLion content and outgassing @ Dispense manually or on automated line 

Thermally conductive epoxy adhesive mfg. part no. TC-2707 is an aluminum metal filled, two-part, thermally 
conductive epoxy adhesive for high adhesion. Mfg. part no. TC-2810 is a boron nitride filled, two-part, thermally 
conductive epoxy adhesive. Dispense manually or on automated line. 


Dispensing Price Each 
Mfg. Part No. Method Color Volume Stock No. 1-4+ 
@ TC-2810 Syringe Cream 37ml 21M6334 58.53 
@ TC-2707 Syringe Grey 37ml 4175530 = 
For Use Price Each 
Mfg. Part No. Type With Stock No. 1-1-4+ 
@ EPX APPLICATOR Applicator 4:1 50mL and 2:1 37mL Cartridges 93F6943 = 
PIM_196389 


122 SERIES HIGH PERFORMANCE see 
THERMAL JOINT COMPOUND wakefield-vette 


Gopi fi 
ompliant 
i a Available 
— oe . 


Stable silicone based, thixotropic paste formulated to significantly reduce contact thermal resistance where 
power densities are concentrated in devices such as flip chip, reduced die size and “overlock” microprocessors. 
Compatible with automated or manual dispensing methods. Thermal conductivity: 2.5W/m°K. Thermal 
resistance: 0.02°Cin2/W. Shelf life: 5 years. 


Dispensing Price Each 
Mfg. Part No. Method Volume Stock No. 1-9+ 
@ 122-10CC Syringe 10cc 28M8729 72.22 
PIM_90077 


1572 Go online or call for non-compliant or &?ROHS Compliant products. See page 2 


120//126 SERIES THERMAL JOINT as. 


COMPOUNDS ° 

120 series silicone _ oil-based wa k e f 1e I d vette 
compound fills minute air gaps g Gee simon 
between major mating surfaces with “ Available 
grease-like material containing zinc —£ “> “N 

oxide in silicone oil carrier. Thermal Pl ‘ 


- 


conductivity @ WC: 0.735Wi(m)(K); ff 
5.1 (Btu)(in.)/(hr)(ft2)(°F). Thermal 

resistance: 0.05°C/W for 0.001” film. 

Operating temperature: -40°C to 4 
+200°C. Shelf life: 5 years. oe ew 


126 series is a non-toxic, synthetic, 


ester-based (non-silicone) compound with metal-oxide fillers. Thermal conductivity: 19.0 x 104 cal/sec cm °C, 
min; 4.8 (Btu)(in.)/(hr)(ft2)(°F). Thermal resistance: 0.043°C/W for 0.008” film. Operating temperature: -40°C 
to +200°C. Shelf life: 5 years. Western Electric approved, specification KS21343. Meets military specification 
MIL-C-47113. 
Dispensing Price Each 

Mfg. Part No. Method Weight Stock No. 1-9+ 
@ 120-80 Can 5lb 0021248 174.35 
@ 120-320 Can 20Ib 002754 488.13 
@ 126-2 Jar 20z 0021252 17.97 
@ 120-2 Jar 20z 0021245 14.51 
@ 120-8 Jar 80z 0021247 34.11 
@ 120-SA Packet 4g 0021244 6.18 
@ 126-45 Syringe 4oz 0021703 41.63 
@ 126-4 Tube 4oz 0021253 25.56 
@ 120-5 Tube 5oz 0021246 28.31 
PIM_4582 


150 SERIES THERMALLY ee 
CONDUCTIVE ADHESIVES wakefield-vette 


RoHS — 
Compliant 
Available 


Delta Bond 152 thermally bonds components to chassis or heat sinks. 

Mfg. Part Nos. 152-1A, 152-1B and 152-KA include resin and hardener. 

For Mfg. Part Nos. 152-Q, 153-Q and 154-Q adhesives, order one bottle of Mfg. Part no. A-4 or B-4 hardener 
per one quart of resin. 


Delta Bond 155 thixotropic paste offers high heat transfer, low shrinkage and a coefficient of thermal expansion 
comparable to copper and aluminum. Includes resin and hardener. 

Delta Bond 156 is a modified acrylic adhesive for permanent mounting of components where heat must be 
effectively transmitted. Includes resin and hardener. 


Delta Cast 153 is a pourable casting resin having thermal expansion characteristics similar to aluminum and 
copper allowing assemblies to operate over a very wide temperature range. 


HEAT SINKS & THERMAL MANAGEMENT 


THERMAL COMPOUNDS 


HEAT SINK COMPOUNDS =. 
=p TcHspray 


. RoHS 
— — —, Compliant 
]TEGHSPRAY Prone iri) Osan 


1978-DP 
1977-DP 


@ Prevents overheating 
These heat sink compounds are suitable for use with power transistors and other devices that generate heat. 


@ Easy application 


Ideal for electronic applications, creates a thermal bond, to close the gap between CPU and mechanical heat 
sink. Mfg. part no. 1977-DP is a transistor silicone grease. Mfg. part no. 1978-DP is a silicone-free heat sink 
compound that will not harden, dry out, melt, or contaminate wave solder baths. Designed to eliminate the 
phenomenon of silicone migration. 
Dispensing Price Each 
Mfg. Part No. Method Weight Stock No. the 
Silicone Free Heat Sink Compound 
@ 1978-DP Tube 4oz 68K7301 37.34 
Transistor Silicone Grease 
@ 1977-DP Tube 4oz 69K8373 21.42 
PIM_79384 
CIRCUITWORKS® HEAT SINK GREASE |W Chemtronics: 


@ Excellent thermal conductivity and 
dielectric properties 
© Will not dry out, harden or melt rf 


RoHS — 
Compliant 
Available 


© Noncorrosive and nonflammable PENSE 
© Thermally stable from -40°F/-40°C pas KS o 
to +342°F/+172°C crs 


yon 


®@ Meets MIL-DTL-47113D Type 1 
CircuitWorks® Heat Sink Grease tube 
dispenser precisely applies silicone 
compound to facilitate heat transfer 
away from electronics and electrical 
components. Weight: 142g (5 0z.). 


s 
_ 


Dispensing Price Each 
Mfg. Part No. Method Weight Stock No. 1-24+ 
@ CT40-5 Tube 5oz 0021880 30.91 
PIM_73262 


CIRCUITWORKS® SILVER CONDUCTIVE GREASE 


® Maximum Electrical and Thermal 


©€Chemtronics 


Conductivity oa oe ant 
© Protects Against Moisture and eos ¥ Available 
Corrosion aie oa 


@ Thermally Stable Over a Wide 
Temperature Range 

© Conductive Lubricant Containing 
Pure Silver 


CircuitWorks® Conductive Grease is the syringe dispenser for precise application of grease to provide superior 
electrical and thermal conductivity, lubrication and protection. Weight: 6.5g. 


® Controls Static Discharge and Grounds Circuits 


Delta Bond 154 is a medium viscosity, aluminum-filled resin with the best thermal conductivity of the series. It's 
principal application is that of a good thermal mechanical adhesive for applications such as bonding fins to base Dispensing Price Each 
plates or structural mounting blocks or brackets to heat sinks. Mfg. Part No. Method Weight Stock No. 4+ 
Dispensing Price Each @ CW7100 Syringe 6.5g 0021500 57.88 
Mfg. Part No. Method Weight Volume Stock No. 1-4+ PIM_73260 

0.14 Ib. Hardener 

@ B-4 (HARDENER) Bottle 0.14Ib 00Z860 = 

0.316 Ib. Hardener Your 

@A4 Bottle 0.316lb 0021052 Bes 

1 oz. Resin & (A-4) Hardener Bi-Pack DEVELOPM ENT 

@ 152-1A Packet 1fl.oz(US) 002745 —_ 

1 oz. Resin & (B-4) Hardener Bi-Pack DISTRIBUTOR 

@ 152-1B Packet tfl.oz(US) 0021242 an Supporting your journey at every stage 

1 qt. Resin 

@ 154-Q Can 4quart(US) 0021256 = EDUCATION Z RESEARCH 

@ 152-0 Can 1quart(US) 0021243 _ & MAKERS & DESIGN 

@ 153-Q Can 1quart(US) 0021255 = 

3 oz. Resin & 3 oz. Hardener PROTOTYPE PRODUCTION 

© 155 Tube 6fl.0z(US) 002743 = 2 & TEST Z & MAINTENANCE 

4.2 oz. Resin & Hardener 

@ 156-K Syringe “ 25m 0021257 =~ newark.com/your-development-distributor 

7 oz. Resin, 0.5 oz. (A-4) Hardener 

@ 152-KA Packet 7.5fl.oz(US) 002746 = 
PIM_4479 PIM_5793905 


1.800.463.9275 © newark.com 


elementiy 1573 


Made from lightweight, durable, and chemical resistant high-density 
ABS polymer, these cases offer incredible durability at an unmatched value. 


79X4008 T1Y5412 . , T1Y5415 
Tactical Weatherproof Equipment Cases 


¢Outstanding weather and shock protection ¢Customizable cubed foam insert ¢Twin padlock holes *Pressure release valve *Built-in O-ring prevents water and moisture from 
entering the case [i 


SKU:# Style Interior Dimensions (L x W x D) Latches Wheels Color 


79X4008 
Ox 7" x6" 
12°x9'x 5" 
14° x 6'x 11%" 
14%" x 10%" x 6" 
17° x11 x6" 
19%" x 12%" x 714" 
19%" x 13%" x 7%4" 
21%" x 14" x 10%" 
18%" x 14" x 774" 
25" x 13" x 6%" 
Yes Black 


Long Rifle 50" x 13%" x 5" 


Mini Weatherproof Equipment Cases 
eProtect your small electronics and instruments ¢Rubber gasket and liner ¢Strong latch 
Manual pressure relief valve Integrated strap slot Lil 
SKU: Interior Dimensions (L x W x D) 
71Y5416 4M" x 25 x 14" 2. 
64" x 2%" x 154" 
5° x 344" x 1%" 
71Y5420 6%" x 3%" x 2%" 
71Y5421 8'x 4" x 2" 
71Y5416 71Y5417 


pS 


Audio/Video 

ZOVIPAIGOMPONENIStaee eee sere ee eee eee 1618-1619 
AntennaSeer cesses 1608-1613 
AUGIO/MIGEGOIDISTDUTIO Neen 1614-1617 
DIN:SpeakenBuilding@es2. ene ee eee 1604-1605 
Distributed iAudioneressscee seers eee ee 1592-1595 
HomerAUdiO/Vid@Onsee sere ee 1596-1601 
[Mitotori = etal IM FETT W10 10) cenccocononoacnecoccecasontoocosodonsiecoconansnbeconceanace 1606 
Pro/DUIIghtingeessse se eee 1588-1591 
Professional Audio Equipment...............cccccecccssecsesseseees 1578-1587 
RROTeSSiOnalAUCIOhS PGdKGNSteeseeecesertestee reer eet ree eer ree 1607 
ReplacementispGakerSensencs srs s enters ieee 1602-1603 
Nice HY Ea (el as eeeecerccrerecececeosecceeccoseeoecteenceeaeenceceeceeenee 1619-1621 


Wire/Cable & Connectors 


Audio Connectors and Adapters ..............ccsccccseescssescesenees 1630-1631 
AudiolPatchiGableSiesece neers eee 1624-1626 
AutomotiverGonnecloiSzen ee ee 1640 
BNGand|FiGonnectoisse=s ee 1632-1634 
Gathe/ Gate Cables cseseeetese eee 1635 
(G0 12 Oe |] seca ecpepeeryeececenceceaee cps ar eeceerecce ee eect eaeece ceeene eee 1635 
HDMiGablestand/AdapterSpeessssss tester eee tees 1622-1623 
HOOKUDIWING Bteseceeerrcereiteiesereaeerere eee eres test 1638-1639 
Modular and D-Sub Gonnectors...............::cccscesscesssesesessssseseseseees 1636 
bel ofe¥2| <=] litter mcrae pepe er a eter aa eon rere heer earn ere 1627 
LUTTE Gre) [store eee eeeeeere ener eee pecan cer gee eer eee errr aero 1641 
XUERFAUGIO GADDIS erreecrecre terete erie neem ee 1627-1629 
Computer 
BlaSMIMGIMONVieecccetecrecceste eaters ese ee nee reeset eter 1642 
Internal/Extennalltand) Driv ecco ere eee 1643 
KWIMEES WITS eee ee secre ores tes cetre ec tecernerrceane sea ee ee 1646 
KeyboardS:andiMiG@sesecstcr cree rere ees 1645-1646 
IMO tO Seer esecre errr ceo Senna Peer ee 1644 
NetworkiPatchi Gables iiss cccressreetecscseses ses reece ores renee 1647 
Makerspace 
SDIRMIMUCRS cose cree eceecese secre esac er re ee eer, eS 1657 
TAN [TT fo) sreeeesereeeecereereeteeesecroatnec era cecenere pee re sere eee eee eceer aE 1656 
Beagleboard ene rere eee eee 1655 
LEU (ele eet er ectep cece eencci erat eeemere race eg eee Racers ata ee 1656 
Raspberry Pi Add-Ons and ACCESSOTIES.............ccccccsceeeeere 1649-1654 


[peel 01013] (AVAL PAT LAA Sireerey ees eercrns cea neon ecanrpreetoraT ceo arnt 1648 


SECTION INDEX 
MCM Electronics 


Security 


Access Control 

Covert Cameras... 

Field Testers 

Installation Accessories ... 


Batteries, Power & Lighting 


Batteries 

LED Lighting 
Mobile Charging 
Power Adapters 
Power Cords 


Cable Management 
Chemicals 

Crimpers and Strippers 
Hand Tools 

Network Cable Management 
Soldering Accessories 
Soldering Irons and Stations 
Storage and Organization 
Task Lighting 

Tech Aids 


1703, 1708 
1704-1707 


1708, 1710-1712 
1692-1693 


Test Equipment 


Audio Generators 
Frequency Counters.. 
Multimeters 

Network Cable Testers. 
Oscilloscopes 

Power Supplies 

Probes and Accessories 
Sound Level Meters 
Specialty Meters 


& & elementiu 


More Products. More Services. 


As part of the Premier Farnell family, MCM Electronics and Newark 
element14 have partnered to bring you the latest in electronic 
products and components. We’ve combined MCM’s unique product 
offering with Newark’s vast inventory, expanded services and global 
reach, under the Newark name. 


Expanded Product Ranges Include: 
e Residential and commercial A/V products 

e Professional sound and lighting gear 

e Security and surveillance products 

e Expanded wire, cable and connector ranges 

e Computer components and accessories 

e Single board computing, including the world famous Raspberry Pi and Micro:Bit 
e Makerspace components, tools and accessories 
e 3D printers and accessories 

e Power and lighting accessories 

e Technician and installation tools 

e Test equipment 


These pages are just part of the exciting additions that MCM is adding to the 
Newark element14 inventory. See www.newark.com/mcm-partnership for 
complete information on these and over 18,000 other exciting new products. 


www.newark.com/mcm-partnership 


MCM Electronics - The unparalled leader 
to the consumer electronics service and 
installation industry for over 40 years. 


TENMA DIGITAL 
ik 


a 
f@ nxeg0n 


‘Ultimaker Fie 


Raspberry Pi and Custom Kits 3D Printers and Accessories 


Visit newark.com/mcm-partnership to learn more. 1577 
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IPR2 Power Amplifier 

¢2- Channel independent fourth-order 
Linkwitz-Riley crossovers ¢Revolutionary IPR class D 
topology eLight Weight *LED illuminated eSpeakon output 
connectors eCombi XLR 4" inputs Individual signal pass 4" 
jacks on each channel 


SKU: Power Rating @ 2 ohm DSP 

31AC3431 1100 x 2 No = 
31AC3433 1750 x 2 No = 
31AC3435 2525 x 2 No - 


Professional Stereo 


behringer Power Amplifier 


eATR (Accelerated Transient Response) 
technology for ultimate punch and clarity *Switchable limiters 
offer maximum output level with reliable overload protection 
Precise power, signal and clip LEDs to monitor performance 
eXLR and 4" TRS input connectors for compatibility with 
any source Professional speaker connectors and “touch- 
proof” binding posts support most speaker wiring systems 
eDesigned and engineered in Germany 


SKU: Power @ 80 Bridged 
31AC3458 750 Watts = 
31AC3457 1700 Watts _ 


iNUKE Class D 


Digital Amplifiers 
Ultra efficient switch mode power 
supply ®Reliable overload protection 


behninger Built-in subwoofer/satellite crossover 


eWeighs less than 12 lbs. 


SKU: Mfr. # Power Handling (Max) 

4075092 NU1000 1000W = 
4075094 NU3000 3000W = 
4075096 NU6000 6000W _ 


iNUKE Class D Digital 
Amplifiers with DSP Control 
- and USB Interface 

benninger High-performance DSP and 

24-bit/96KHz converters eDSP section 
features delay, crossover, EQ, dynamics processing and 
lockable security settings eFront panel LCD display enables 
setup and adjustment without PC ¢Can be set up, controlled 
and monitored via front panel USB connector Built-in 
subwoofer/satellite crossover *Weighs less than 8 lbs. 


SKU: Mfr. # Power Handling (Max) 

4075093 NU1000DSP_ —_1000W = 
4075095 NU3000DSP_ —_ 3000W _ 
4075097 NU6O000DSP 6000W _ 


————. —_. 
SS 


behninger inuKE NU4-6000 


¢4 x 1500 Watts at 4 Ohms #4 x 750 Watts at 8 Ohms *High- 
Density Class-D technology *XLR and 1%" TRS combination 
input connectors ¢“Back-to-front” ventilation 


SKU! 47W7829. oceans = 


Rackmount Stereo 


Yorkville] Power Amplifier 


Easily Drives Reactive Loads #850 Watts x 2 @ 2 ohms 
©1700 Watts Bridged Mono @ 4 ohms ® Efficient Front-to- 
Back Cooling Scheme *Recessed Front Panel Gain Controls 
eAdvanced Protection Schemes Front Panel Power, 
Protect, Activity and Clip LED's *Speakon™ and Binding 
Post Outputs *Balanced XLR & Y-inch TRS Inputs ¢Sturdy 
All-Steel Construction 


SKU: 31AC3881.................00000. ” 3 


@croun 


Li 3500 


. Rack Mount 
Power Amplifiers 


Efficient forced-air cooling *Electronically balanced RCA & 
XLR inputs ¢Binding post and Speakon outputs ¢Two level 
controls, power switch, power LED eSix LED's indicate signal 
presence, clip and fault ¢Available in different power options 


crouun 


by HARMAN 


SKU: Power 

450096 300W x 2Ch Max at 4 ohm - 
45Y0093 450W x 2Ch Max at 4 ohm _ 
45Y0094 7500W x 2Ch Max at 4 ohm = 
45Y0095 1350W x 2Ch Max at 4 ohm ies 


crouorr 
by HARMAN 


XLS DriveCore 


2 Series Power Amplifiers 

¢Class D amp with efficient DriveCore technology *Higher 
DSP capabilities *Selectable input sensitivity *Peakx Limiters 
for maximum output and protection elntegrated PureBand 
Crossover System eXLR, %", RCA inputs provide flexibility 


SKU: Power 

722515 350W @ 4 ohm _ 
72Y2516 525W @ 4 ohm = 
72Y2517 650W @ 4 ohm a 
72Y2518 775W @ 4 ohm —_ 


P@Az100 


2100 WATTS 


PML = Professional Stereo 
Power Amplifier 

*Dual 1%" and dual RCA inputs *Outputs: Dual speakon, 

Y", banana plugs speaker Dual output level controls and 


illumination *Stereo mono parallel selector ¢ 115/230 voltage 
selector 


SKU: RMS x2 @ 8ohm 

2776718 230W _ 
2776719 380W _ 
2776720 500W _ 
2776721 600W _ 


Rack Mount 


PYLE 
PRC Stereo Amplifier 


eRugged 2RU rack mount chassis @LED indicators for 
output, clip protect and signal presence eBalanced XLR 
and unbalanced ''" line level inputs ¢Stereo and bridged 
mono operation *Heavy-duty 5-way binding posts and twist 
lock (Speakon compatible) speaker outputs ¢110/220VAC 
selectable Power output (4Q): SOOW RMS x 2CH eMfr. 
#PTA1000 


SKU! PARZG1G oe ace ce ie eee come wee 118.00 


FM TONER 


PRE-AMPLIFIER W/ 


SpRyLe Rack Mount Stereo 


) Amplifier/Tuners 

Built-in AM/FM tuner with 50 station presets ¢Two line 
level inputs for CD/DVD/tape sources ¢Front panel 3.5mm 
line input for portable players ¢!.R. remote control eDual 
front panel microphone inputs with level, echo, bass and 
treble control for paging and karaoke use ®Electronic control 
of input selection, master volume, bass and treble levels 
Rating shown is max output, both channels combined, see 
MCMelectronics.com for complete details 


SKU: Mfr. # Ouput Power 
74R2612 P2001AT 2000W = 
26R4334 P3001AT 3000W _ 


samson 


SAMSON s\n iRu 
Servo Series Power Amplifier 
Ultra slim single rack unit height ¢120W bridged output at 
80hm eldeal for powering monitors in the studio, or multiple 
speaker pairs in a distributed sound installation *Balanced 
TRS 1%" inputs *Unbalanced RCA inputs *Power output rated 
RMS at 4ohm 


SKU: 9OK7277 =. 22.0 cece dine eueite Saas on 


Servo Series 


SAMSON Power Amplifiers 


Dual temperature-sensitive variable fans ¢Compact two rack 
unit height eUp to GOOW bridged output at 8ohm ¢The Servo 
Series of power amplifiers is ideal for stage or studio monitor 
use @Wide linear frequency response from 20Hz~20KHz 

e'4" (+4dBu) line level inputs *RCA (-10dBy) line level inputs 
eOutput ratings are RMS, both channels driven at 4ohm 
Bridged output is RMS, at 8ohm 


Stereo Bridged 
SKU: Mfr. # Output Output 
95K7278 Servo200 100Wx2 200Wx1  -- 
95K7280 Servo600 300Wx2 600Wx1 _ 


Visit newark.com for full list on all of the products 


00 
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Digital Mixers for 
iPad and Android 


i eiPad/Android tablet controlled 
bennringer digital mixers eMIDAS-designed, fully 


programmable mic preamps ®Built-In Tri-Mode Wifi router for 
direct operation X32 effects rack featuring 4 stereo FX slots 
Free iOS, Android and PC/Mac/Linux apps available 


Fig. SKU: Channels Tablet Tray 

A 84Y7732 12 Input No 0 = 
B  84Y7733 16 Input No _ 
C  84Y7735 18 Channel, 12 Bus Yes — 
D  84Y7734 18Channel,12Bus No _ 


Yorkville 


PA Mixer/Amplifier 2X90 Watts 


5 input channels ( XLR & 1/4-inch in, 2-band EQ, level & 
effects send control per channel) eAdditional CD/Tape in with 
level control Separate Record out with level control *Stereo 
7-band master Graphic EQ °2 x 90w powered out (stereo) 
¢1/4-inch & Speakon speaker output jacks ¢On-board Digital 
effects 


SKU: 31AC3611..................0000. ao 


SAMSON 
Effects and USB 


eUltra-low noise, high 
headroom analog mixer 
¢Four Class A, MDR 
(Maximum Dynamic 
Range) mic preamps 
with 3-band EQ eFour 
Stacked-Stereo channels 
High-quality, precision faders 
eTwo single-knob, studio-quality 
compressors ®High-integrity, bidirectional USB interface 
°100 24-bit, low-noise digital effects eOne pre-fader Aux 
Send per channel for monitor mix All mic channels equipped 
with input Gain and high pass filters ¢48V Phantom Power for 
condenser microphones @Multiple outputs: Main Mix, Mix 2, 
Phones and Tape *USB/Tape inputs assignable to Main Mix 
or Mix 2/Phones outputs 


SKU: S1AC3599 ..0 oc ee ea ee ee = 


A“ R T 


APPLIED RESEARCH AND TECHNOLOGY 


5 Channel Tube 
Mixer with USB 


¢Two Low Noise Mic Preamp 
Channels High Impedance 
Instrument Input with Amp 
simulator eAssignable Input Tube 
Circuit eUSB I/O for Desktop 
Recording Applications ¢Precise 
VU Meters and Wide Range LED 
Meters with Selectable Source 
Fully Featured Input Channels 
Flexible Control Room / Monitor 
Section eHigh Output Headphone Jack 


SKU! S1AC4258 °c cece sacceaege eee ne = 


PYIUE 


3-Channel Mixer with Bluetooth 

*Bluetooth Wireless Streaming Ability USB Soundcard / 
Audio Interface ¢+18V Phantom Power ¢XLR Microphone 
Input Connector ¢3.5mm (1/8") Microphone Jack + 
3.5mm (1/8") eHeadphone Jack ¢RCA (L/R) Stereo Input 
Connectors ¢2-TK RCA (L/R) Input Connectors ePower 
Supply: 5V, 500mA Bluetooth Wireless Range: 50' 


SKU! STACS783: 5 a. cicccest crs ar ened oe _ 


Stellar @) Lahs® 
Compact Mixer/Amplifier 


*Four mic inputs (balanced XLR or unbalanced '") ¢SD card, 
USB and L/R RCA inputs Built-in delay effect with level 
control ¢'4" speaker outputs #50 watts x2 


SKU! V1N5649 os hc aw Cee ire vrei id 


PYLE 


12U Open-Frame Rack 
with Device Stand 


¢Convenient Rolling Caster Wheels 
Perfect for the Home, Office 
or Studio eTop Arm Bracket 
Shelf for Device Placement 
eFrame Standard Width: 

19" -inch eRack Server Style: 12U Open Frame 
°Construction Material: steel 


SKU: 31AC3805...................0000. 64.00 


behninger 


Three Input Mixer with 
USB Audio Interface 


eUSB interface allows for direct 
connection to any computer *Powered 

via USB or included AC adapter ¢Two band graphic equalizer 
*XENYX microphone preamp eInputs: XLR 4" combo 
microphone, L/R RCA line one and two eL/R RCA output 
eFrequency response: 18Hz~40KHz eDimensions: 4" (L) x 
5" (W) 


SKU! 8274290 eo cies cade ceed oad pees _ 
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PV Series 


Powered Mixer 


eThe Peavey PV 5300 
is an all-in-one powered 
mixer, providing up 

to four combination 
XLR and %" inputs using premium Peavey mic preamps 
°FLS® Feedback Locating System *Combination XLR and 4" 
input jack ¢5-band graphic EQ with FLS® eMaster mute for 
channels 1-4 ¢On-board digital reverb ¢RCA, %" media input 


SKU: 31AC3865....................0.. o = 


PVI Series 
Powered 
Mixer with 
Digital Effects 


eThe Peavey PVi series mixers are revolutionary all in 

one powered mixers. eFLS® Feedback Locating System 
Combination XLR and 4" input jack eFootswitchable effects 
defeat and Master Mute ¢9-Band Graphic EQ *RCA, '4" 
Media input ¢On-board 24 bit digital effects 15 Volt Phantom 
Power *Bluetooth® streaming audio 


SKU: Channels 
31AC3874 6 — 
31AC3875 8 _ 


XR Series 
Powered 
Mixer with 


Digital Effects 

1,000 Watts RMS, 1500 Watts peak power *FLS® exclusive 
feedback detection circuit ¢7 channels with individual 
compression capability ¢8 combination XLR/%" inputs 
eAssignable stereo power amp *Subwoofer line output 
Digital effects USB MP3 player *Dual 9-band main graphic 
EQs Bluetooth® capability 


SKU: Channels 
31AC4429 8 = 
31AC4428 9 _ 


Gl 


PV Series Mixers 


eNew rugged, slim, 
low-profile console design 
*Convenient tablet cradle 
Combination XLR/1" low 
noise mic preamps *3- 
band EQ on all channels 
*EQ bypass per channel eDirect out channels *Stereo pan 
control per channel ¢'4" main stereo outputs *Studio quality 


headphone output *Stereo USB-B streaming audio in and 
out, 16-bit, up to 48kHz sample rates ePeavey's exclusive 
on-board Hi Z guitar input eGlobal 48V phantom power 
Digital Auto- 
SKU: Channels Effects Bluetooth Tune 
“S1AC3866. 6 =) No))7FDNo0)0DdN0, 
31AC3867_ 6 Yes Yes o - 
31AC3858 10 Yes Yes o - 
31AC3857 10 Yes Yes Yes -- 
31AC3861 14 Yes Yes o - 
31AC3860 14 Yes Yes Yes 
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31AC3862 


31AC3864 


PV Series 
Equalizers 


Ke 


¢Switchable 12-band or 6 dB boost/cut range ¢XLR balanced 
\/O Output level LEDs *Bypass switch with status LED 
¢Center-detent control sliders 


SKU: EQ Bands RU Size 
31AC3862 15 1 a 
31AC3864 31 2 _ 


PV Series Crossover 


eThe PV 23X0 is a two dual-channel 
crossover incorporating Peavey's 


Rey 


legendary low-noise, low-distortion design °24 dB filters and 
mute switches ¢Fully-adjustable crossover frequencies and 
levels ¢XLR input and output connectors elnternal power 
supply ®2-way stereo or 3-way mono 


SKU: 31AC3863 ..............0..0.0.0. —. 


PYIUE 
Stereo Ten Band Equalizer 

Provides complete tonal control of L/R stereo audio 
channels ¢+12dB adjustment of ten frequencies between 
32Hz and 16KHz, *Attractive fluorescent spectrum display 
Front panel pushbuttons select from four line level inputs 
°Mfr. #PPEQ100 


SKU! TSTAB7G oo. oo ecsse didiaye Gatch sc dhane Seid ors = 


neater 


Rack Mount Stereo 


<> PYLE 
PRO amplifier 


Dual microphone inputs ¢Four line level inputs for tuner/ 
CD/DVD/tape sources @Dual front panel microphone inputs 
with level, echo, bass and treble control for paging and 
karaoke use °A/B speaker selection *Power: 1000W eRating 
shown is max output, both channels combined, see www. 
MCMelectronics.com for complete details eMfr. #PT1100 


SKU! 74R2585 20. oe ene else cee Seed os 


Composer Pro XL 
Dynamic Processor 


elncludes all of the features you 
= would expect from a reference class 
benringer compressor oice-adaptive de-esser 
eDynamic enhancer eAuthentic tube 
emulation *Switchable IKA (interactive knee adaptation) 
¢lntegrated de-esser eInteractive gain control eSwitchable 
dynamic enhancer eInteractive ratio control expander/gate 
circuitry 


SKU TAR Q8OT oct cei etcetera ala es ios 


Feedback Destroyer 
and Parametric EQ 


eAutomatically locates and destroys 
= up to 24 frequencies *Response 

benringer time of less than 0.2 seconds eAuto 

mode continuously monitors the mix 
and automatically sets filters e Manual mode allows setting 
of up to 24 fully parametric filters with individual frequency, 
bandwidth and gain parameters *Also functions as a 
sophisticated parametric equalizer eMfr. #—-BQ1000 


OU 4 0 ee a ose 


68 


Feedback Destroyer Pro 
Feedback Suppressor/ 
Parametric EQ 


benringer eAutomatically and “intelligently” 

locates up to 20 feedback 
frequencies per channel ¢24 bit/96KHz feedback suppressor/ 
parametric EQ Ultra-narrow notch filters Open MIDI 
architecture for future software updates 


SKU! G7R9929 eee cgi cee ges — 


( Bair 


SAMSON 


Stereo Passive PC Direct Box 


eAll-metal, impact resistant design eDual Samson STLX 
Mu-Metal shielded transformers ¢Stereo/Mono sum switch 
2-position OdB/-12dB attenuation switch eGround Lift switch 
Dual 4" and RCA inputs ¢Stereo %" input *Dual balanced 
XLR outputs No Phantom or Battery power required 
¢Frequency response of 18Hz—40kHz 


SKU: 31AC3525 ..............0 000 ee , = 


Mini HUM Eliminator 


PYUE 
2 Channel Ground Loop Isolator 

Removes AC Hum and 60Hz noise *Breaks ground loops 
safely ¢1/4" TRS and XLR inputs and outputs *Maintains 
highest sonic quality ePassive device, no power required 


SKU! GANGI2? ...dale vee ean ada ecaeaas 22.00 


« = >a: v ; CGe | 
eae j —— 
. @o 
MCMeusiom Aum 
Balanced/Unbalanced Line Level Convertor 


eTwo-way stereo converter is perfect when using MP3 
players or computer sound cards with mixing consoles and 
pro sound amplifiers ¢Two stereo channels simultaneously 
match balanced to unbalanced, and unbalanced to balanced 
equipment ¢Stereo channel 1: L/R balanced female XLR 
inputs to L/R unbalanced RCA female outputs *Stereo 
channel 2: L/R unbalanced RCA female inputs to L/R 
balanced male XLR output 


SKULIZ2M9508:. «.ccci0c cei ded ele meee sn 47.52 


Stellar®) ans® 
Compact Microphone Preamplifier 


Balanced or unbalanced microphone input *Balanced and 
unbalanced line output ¢XLR and 1%" inputs and outputs ¢Gain 
control ¢Provides +36VDC phantom power Dimensions 
(including knobs): 15%" (H) x 4%" (W) x 3'4" (D) 


SKU! 96W1959. wc ecco ewes ewerne mew 40.00 


Cable Snakes 


©3-pin XLR connectors eLabeled cables and connector 
chassis elntegrated cable organizer eEight channel cable 
thickness: 4" eTwelve channel cable thickness: %/" 


SKU: Length Channels 

9271628 32’ 8 46.87 
4670306 49' 8 106.74 
9271629 65' 8 61.98 
4670307 98' 8 151.00 
9271630 32! 12 61.98 
9271631 65' 12 93.56 


Balanced Attenuators : 


eldeal when interfacing all types of prosound stage and studio 
gear ¢XLR male to female configuration ¢Fully bidirectional 


SKU: Description 

9513697 10dB 4.82 
9573698 15dB 4.17 
9573699 20dB 477 


Line Level Parallel Splitter 


elnput: Female XLR eOutputs: 6 Male 
XLRs Perfect when adding extra amplifiers 

to a system, connecting multiple powered speakers, splitting 
intercom lines, etc. 


SKU: S5V 1976. «2.2.0 cece. cue coe Gee cee aes = 


Visit newark.com for full list on all of the products 


SAMSON 
Rechargeable Portable 


PA with Microphone and 
Bluetooth® 


All-in-one, lightweight portable PA 
system that weighs only 16lb elnternal 
rechargeable battery for up to 20 
hours of continuous use Bluetooth 
connectivity to connect wireless music 
sources ®2-way speaker enclosure 
with 6" woofer and a1" high frequency 
driver ¢Class D amplifier produces 100 
watts of power 4-channel mixer ¢XLR-%" combo 

input for microphones and other line level devices ¢%" input 
for guitars and other line level devices ¢'4" stereo Aux input 
for stereo line level devices Line output to cascade multiple 
systems together ¢Music/Speech switch for optimizing 
output EQ for speech or music playback *USB Wireless port 
Battery level LED indicator eIntegrated carry handle °1%" 
speaker stand mount 


z=. 


SKU: Mic Type 
31AC4424 Wireless Handheld =a 
31AC4425 Wireless Headset _ 


SAMSON 
800 Watt Portable PA 


*800W portable PA system eldeal for small to medium- 
sized Packs up into a single portable unit that weighs just 
over 40 Ibs. eDual 2-way speakers with 8" woofers and 1" 
HF drivers *Bluetooth® connectivity to wirelessly stream 
music Removable 8-channel mixer ¢Four Mic/Line inputs 
(XLR and 4") for microphones and line level devices *Two 
stereo channels with multiple input options (4", %", RCA) 
for connecting external devices ¢Bass and treble controls 
on each channel ©16 presets of 24-bit digital effects with 
Send level control *Footswitch jack for remote FX control 
ePhantom power for condenser microphones *Durable ABS 
high-impact plastic construction ¢1%" speaker stand mounts 
eTilt-back design for using speakers as floor monitors *Two 
25" speaker cables included 


SKU: 31AC4427 .. 1.0... eee eee Lm 


EON Portable PA System 


Self-contained, portable PA system ¢Multiple input channels 
Individual tone controls and reverb ePowered mixer panel 
and dual full range speakers *Ergonomic design for easy 
carry, travel and setup eMfr. #EON206P 


SKULSIVASIO oe peated ead . 


Bluetooth 
: Portable 
benringer PA System 


°40 Watt portable PA system with 
Bluetooth eAC & battery operated 
*Retractable luggage-style handle 

& sturdy wheels @High-quality 
dynamic microphone & cable included 
*Powerful 8" woofer and high- 
resolution tweeter 


SKU! 78V 1203 2.2. icc ks eade augue thei wi 


PULSE 


200 Waitt 
PA System 


Package 
Complete PA 
system consists of 
a four-input mixer 
amplifier, wired 
dynamic microphone 
and a pair of 

rugged 10" two-way 
speakers ®Four 
input channels accepts XLR microphone or %" line level ¢L/R 
RCA line level input (summed mono) ¢Master three-band 

EQ elncludes dynamic microphone with 15' cord and two 15' 
speaker cables 


SKU 9211689 22 csccctesceoeeeeaeeeay 178.36 


70 Watt 
Ultra Compact 


Yorkville} Portable PA 


Ultra-Compact High Performance 
Portable PA System eThree Discrete 
Input Channels w/ Individual Volume 
and Tone Control eIntegrated Digital 
Effect Processor eRugged ABS 
Cabinet Design eAll-Metal Grille 

to Protect Speaker Components 
Passively Cooled (No Fans Required) 
Integrated Standard Speaker Stand 
Mount 


SKU: STACS264.. . 2 nee eee es ReeSre 


SAMSON 


Rechargeable Speaker 
System with Bluetooth® 


eAll-in-one portable speaker 

system that weighs 8.5lb Internal 
rechargeable battery for 20 hours 

of continuous use ¢Bluetooth 
connectivity to wirelessly stream 
music ®2-way speaker enclosure 
with 6" woofer and 1" high frequency 
driver ¢2-channel mixer ¢'%" input 

for microphones and other line level 
devices ¢'4" stereo Aux input for stereo line level 
devices Built-in USB port to charge phones and tablets 
elntegrated carry handle eTilt-back design for sideways 
positioning ¢1%" speaker stand mount 


SKU: STACS265 . «2 ie cee eee eee gute 


SAMSON 


Rechargeable Speaker 
System and Microphone 
with Bluetooth® 


eAll-in-one, lightweight portable 
PA system that weighs only 16lb 
Internal rechargeable battery 
for up to 20 hours 

of continuous use 
eBluetooth connectivity 
to connect wireless 
music sources ®2-way 
speaker enclosure with 6" 

woofer and a1" high frequency driver eClass D amplifier 
produces 100 watts of power 4-channel mixer ¢XLR-//" 
combo input for microphones and other line level devices 
°'/" input for guitars and other line level devices ®/" stereo 
Aux input for stereo line level devices *Line output to 
cascade multiple systems together eMusic/Speech switch 
for optimizing output EQ for speech or music playback *USB 
Wireless port Battery level LED indicator eIntegrated carry 
handle ¢1%" speaker stand mount 


SKU: S1ACS266 . . 2 ce ce eee oo 
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WG 
f x Portable PA System 


eThe Audio Performer Pack brings ease of use and powerful 
sound to small performances and multi-purpose use in 
schools, churches and virtually any intimate speaking or 
entertainment application. ¢2x PVi 10 10" speaker enclosures 
©2x PVi 100 dynamic cardioid microphones °2x speaker 
stands ¢1x PVi 4B mixer 


SKU: 31AC3050....................0..,--27-- 


4 Gi 8-Channel Portable PA System 
AG eThe PVi features 300 watts of power for 
crystal -clear audio reproduction from a variety of sources. 
©300 watts °Full 3-band EQ per channel eBuilt in digital 
effects and delay *Seven-band master Graphic EQ eUSB 
input for MP3 playback eEFX send and return eIncludes 
speakers and speaker cable ¢8 channel powered mixer 


SKU! STACSB 12S. oo eecs ce cease ks neers nes 


of: Portable PA System 
= x with Stands 


eThe Escort series integrates the entire PA system into one 
complete, easy to use, easy to transport, highly reliable, 
incredible sounding package, making it the perfect choice for 
schools, churches, DJs, and small music groups. ¢Custom 
rubberized knobs *Combination XLR 1/4" inputs *RCA/3.5 
TRS media inputs USB MP3 plackback *Patented FLS® 
(Feedback locating system) Digital multi-effects ¢LCD 
screen for ease of file playback and effect selection *Seven- 
band graphic equalizer ¢Two folding speaker stands *Two 
15' speaker cables *Storage compartment for optional 
accessories 


SKU: Channels Wattage 
31AC3258 7 300 = 
31AC3259 9 600 _ 


| MCM ELECTRONICS AUDIO/VIDEO 


MCMeusiom AuDio 


Two-Way PA/DJ Speaker Systems 


eThese rugged carpeted speaker systems are ideal for DJ 
and stage situations where durability, high power capacity and 
solid sound performance are required on a tight budget *Sold 
individually 


Power 
Woofer Capacity Frequency 
SKU: Size (Peak) Response SPL 
~74R5097 8" 300W 35Hz~20KHz 89dB 42.53 _ 
74R5098 10°  400W 30Hz~20KHz 90dB 55.31 _ 
74R5099 = 12" S0OW 25Hz~20KHz 91dB 67.20 | 
74R5100 15" 600W 20Hz~20KHz 92dB 69.17 


MCMeusjom AUDIO 


Sound Reinforcement Subwoofers 


eldeal for use in a larger scale venues, these subwoofer 
systems provide high SPL level and low frequency levels 
Sold individually 


Power Capacity Frequency 


SKU: Size (Peak) Response 

80R7038 12" 600W 25~800HZ 60.88 __ 
74R5101_— 15" 700W 20~500Hz 74.06 _ 
80R7039 18" = 1000W 20~500Hz 99.99 


MCMousi00) AuDIO 


13" Two-Way PA/DJ Floor Monitor Speaker 


eAngled cabinet places speaker at optimum position for near 
field monitoring, or stand on end for standard use eWoofer 
size: 10" ePower capacity: 400OW peak *Frequency response: 
30Hz~20KHz @SPL: 90dB *Dimensions: 13" (H) x 23" (W) x 
14" (D) Sold individually 


SKU: 74R5102...............2002422 4 -60.85 


1582 


MCMeus709 20010 


15" Two-Way PA/DJ Floor Monitor Speaker 


eAngled cabinet places speaker at optimum position for near 
field monitoring, or stand on end for standard use eWoofer 


size: 12" ePower capacity: 5S00W peak eFrequency response: 


25Hz~20KHz *SPL: 91dB *Dimensions: 15" (H) x 25" (W) x 
15.75" (D) ¢Sold individually 


SKUS TARS0G occ ccs de Seeasteueesanees 73.11 


ASM5D - 5" Active Speaker 

e5" Premium full range driver with neodymium magnet Ultra 
low noise, 3 channel mixer *Switchable +48V Phantom 
Power ®#3x XLR Combo sockets, Phono, 3.5mm Jack, XLR 
through 


SKU: 68Y0104............ 0.0.0.0 0 0 157.86 


Speakon® Splitter Box 
Allows the use of multiple speaker cabinets on a single 
amplifier channel eWired internally (1 3AWG wiring) with all 
four pins connected in parallel ¢Utilizes genuine Neutrik® 
Speakon® NL4 connectors 


SKU! 7316064 oo. occas eee 22.50 


PIE 


High Frequency Tweeter Cabinet 


¢Power capacity: 150W RMS eFrequency response: 
4KHz~27KHz @SPL: 97dB (W/M) eDimensions: 6" (H) x 
20.8" (W) x 9.8" (D) eMfr. #PAHT4 


SKU! B4R9209 s. 52 wise ca hd ee ge edd ene oo 


High Frequency Tweeter Array 

Outstanding high frequency response, wide dispersion and 
very high immunity to burnout make this an ideal addition to 
any existing PA speaker system. Six-sided enclosure places 
six piezoelectric tweeters, at five different angles, for ultra 
wide dispersion. Because piezo tweeters have very high 
impedance at low frequencies, no crossover is required, and 
they may be connected directly in parallel with the existing 
speaker system. Specifications: Power capacity: 100W 
RMS *Frequency response: 4KHz~27KHz *SPL: 97dB 
(W/M) eDimensions: 5.5" (H) x 19.5" (W) x 10" (D) eMfr. 
#PAHT6 


SKU: 40P5770 «202.0 cae ee eee ce ee = 


High Frequency Tweeter Cabinet 

¢Power capacity: 150W RMS eFrequency response: 
4KHz~27KHz SPL: 97dB (W/M) eDimensions: 9.2" (H) x 
16.8" (W) x 12" (D) eMfr. #PAHT8 


SKU: 4OPS771 o.ccc.e ce eiee se he ete Soe eae i= 


PYLE 
pro 


8" Two-Way PA/DJ 
Speaker System 


eHeavy-duty construction with 
reinforced corners ¢Black 
carpeted finish eHeavy-duty 
recessed carry handles *Vented 
enclosure for improved low 
frequency response 4" x 10" 
horn loaded mid/high frequency 
driver *Heavy-duty woofer 

with Kapton voice coil eDual 
parallel 4" phone jacks ¢1%" pole 
mountable *Power capacity: 300W 
peak eFrequency response: 50Hz~20KHz eSPL: 96dB W/M 
eDimensions: 19" (H) x 13.5" (W) x 12" (D) 


SKU: S5K6406 «2c. ce. ee eee ce eae oo 


<> PYLE 
PRO 

10" Two-Way PA/DJ | 

Speaker System | 


eHeavy-duty construction 
with reinforced corners 
Black carpeted finish 
eHeavy-duty recessed carry 
handles eVented enclosure 
for improved low frequency 
response °4" x 10" horn 
loaded mid/high frequency 
driver eHeavy-duty woofer 
with Kapton voice coil 

Dual parallel 4" phone 

jacks 1%" pole mountable 
ePower capacity: 500W peak 
Frequency response: 40Hz~20KHz eSPL: 98dB W/M 
eDimensions: 20" (H) x 15.25" (W) x 12.75" (D) 


SKU: S5K6408 sc. ce ie ce ee eee ee te oo 
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Guitar Combo 
Amplifiers 


¢2 channels (Clean and 
Overdrive) *Separate 
Volume control for each 
channel ¢Gain control 
for Overdrive channel 
eMid-Shift button 
eHeadphone output and 


PYLE 
PRO 


18" Sound Reinforcement 
Subwoofer System 


eHeavy-duty construction with 
reinforced corners Black carpeted 
finish *Heavy-duty woofer with 
treated cloth surround and Kapton 
voice coil ¢/" input *Power capacity: 
1000W peak eFrequency response: 


20Hz~400Hz *SPL: 100dB W/M PVI Series 2-Way Speaker Pair ee \! 4 
eDimensions: 26.7" (H) x 22.8" (W) x 17.7" (D) eThe PVi 10 is a two-way speaker system featuring a 10" i = ~ 
SKU: 60K7816 _ woofer and a high frequency drive on an exponential horn. SKU: Speaker Size Power Effects 
eee “Meal aie “Horoaded hah Frequency deve 80 wats 7gYTSTE__ 65° __T0Watls___No__7358_ 
eSpeakers ‘ecldiasa aie P _18Y7674 8" 20 Watts No 42.25 
SKU: 31AC3873 . 0.0... eee _ 7ey7675 = 10", 40 Watts Reverb, = — 
Delay, Chorus 
Yorkville 
10" Compact 
Powered = ee iy eae _ 
Subwoofer & a 
©200 Watt Integrated m | 
Class-D Amplifier ¢10-inch Long Excursion Woofer Passive 2-way Speaker og 
Maximum SPL: 120dB (Continuous) elntegrated 80Hz The PVX series speakers are | = 
Crossover Outputs *Balanced Inputs and Outputs eIntegrated passive loudspeakers that deliver | PULSE 
Bar Handles & Top Speaker Mount superior sound quality by utilizing | : 
SKU STACGE82 cod oSractains aan Sauacaaes _ advanced materials like its fi ai 


lightweight, roadworthy molded 
polypropylene exterior ¢400 watts 
program °®800 watts peak *Top, 
bottom and right side flying point 
inserts ¢Full-coverage heavy-duty 


& 


ww ww 
perforated steel grille, with powder-coat finish Rugged 7 _ 
Construction ePatented, asymmetrical Quadratic Throat PU LSE Guitar Tube Amplifier Heads 
*Waveguide™ Technology - 100° by 50° coverage. 15° 2 channels (Clean and Overdrive) *Separate Volume control 
: upward and 35° downward directing sound to your audience for each channel *Gain control for Overdrive channel *Lead 
benringer *RX14™ - Titanium Compression Driver switch provides extra gain ¢12AX7 preamp and 6L6 power 
- SKU: Woofer Size amp tubes *Vintage white tolex 

12" Two-Way “31AC3876 12" = SKU: Description Effect 

600 Watt Floor “31AC3877 15° = 78Y7676 15 Watts No 235.79 

Monitor Speaker 78Y7677 30 Watts Reverb 297.85 


°150W Continuous/ 600W 
Peak Power *Powerful 

12" long-excursion driver 
Proprietary dual electro- 
dynamic drivers *Wedge shaped 
enclosure #'/" connectors 


SKU! S4X8250 ... 2 ccc ee eee Bare — 


78Y7678 60 Watts 16 DSP Effects _ 
Accessories 

78Y7682 Channel Switching Footswitch 11.52 a 
78Y7681 Effect On/Off Footswitch 9.22 


Dark Matter Series 
Powered Speakers 


eThe ultra-reliable Dark Matter series 
enclosures are built tough with steel 
grilles and rugged injection molded 
cabinets. *Two-way bi-amplified 
analog amp powered speaker system 
professional grade components 
eFan cooled for maximum reliability 
°A Mic/Line switch provides for two 
different gain settings ¢Thru output is via a male XLR jack 
eRugged plastic injection-molded trapezoidal enclosure 


5 S : ; 1s 
benringer eCabinet has dual rear corner angled sides for floor monitor = 
use. ¢Full-coverage perforated steel grille, with powder coat PU LSE 
a i i finish eDX™14 compression driver, with 1.4 inch titanium 
ctive Monitor speaker diaph aPcl P' Idec tn for 13/8" dh Guitar S ki 
*Class-D amplifier technology providing tremendous lapnragm sore mounimelded:o ae lameter poles ultar speaker : 
power terrific sound quality ¢5.25" full-range neodymium SKU: Woofer Size Cabinets b ~7 
Toe hee aon Tee cae ~31AC3202 12" lo *Custom voiced guitar speakers *Steel reinforced corner 
instrument input ¢Mic stand adapter included eMfr. #B205D 31AC3203 15° aa Boe ae oo a 


Sold individually 


SKU: 4074632 _ SKU: Speakers Power Impedance 


78Y7679 1x12" 60 Watts 8ohm 112.70 
78Y7680 2x12" 120Watts 160hm 135.19 


10" PA Speaker 
Yorkville} 450 Watts 


©200 Watt Full Range Loudspeaker 
°10-inch Woofer ¢1-inch 
Compression Driver (1.4-inch 
Voicecoil) Designed for Front- 
of-House or Monitor Applications 
©100° x 30° Injection Molded ABS 
Waveguide Horn eInnovative Dual 


Preamp Tube 


eTube Amp doctor gives you a smooth tone with 
rich harmonics on their new series of rugged 


benninger 


Active Monitor Speaker System Bulb CTL™ High Frequency Driver preamp tubes *Type: 12AX7/ECC83 
©300-Watt 2-way monitor speaker system *Extremely Protection °2 x Speakon™ and 2 x 7 

powerful 12" long-excursion driver ¢High-resolution 1"" HF 1/4-inch Parallel Inputs eIntegrated All Metal Speaker Stand SKU: 31AC3731 ....... 6.0... oo 
driver eIntegrated sound processor *Dedicated 3-band EQ mount Adapter ¢Solid 5/8-inch (15mm) Plywood Construction 


SKU! TEV1226  e ... Su cnc ticked aund aeddays - SKU: 31AC4431.................0.000. oo 
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Stellar @) Labs® 
Vocal Microphone with Cable 


eRugged die cast construction Dynamic element with 
cardioid pickup pattern eReed type ON/OFF switch ePadded 
zipper carry case 5" mic stand adapter ©20' detachable 
XLR cable, terminated with a 4" plug ¢Frequency response: 
50Hz ~ 16KHz 


SKU: 55W7819... 22... ee eee eee _ 


PULSE 


Vocal Microphone 3-Pack 
eRugged die cast construction Dynamic element with hyper- 
cardioid pickup pattern ¢Slide ON/OFF switch eMolded 

ABS case with fitted foam insert ©" mic stand adapters 
¢Frequency response: 50Hz~15KHz 


SKU: 55W7801...............0..0.000. _ 


pp Ga, 


Dynamic Vocal Microphone with Cable 
Unidirectional pickup pattern ¢Clear, transparent Sound 
°On/Off switch eDurable metal construction elncludes 15' 
microphone cable 


SKU: 54X8153 


9.50 


Microphone Kit 
eIncludes Tripod Mic Stand and USB 
Connection Cable eCompact Tabletop 
Design eTilt Angle Adjustment 
*Microphone Type: Dynamic 
Polar Pattern: Cardioid ePower 
Supply: USB 5V #Cable 
Length: 6.5' 


SKU: 31AC3806 ..................0.000. _ 


PMUE 
= VHF Microphone System 


eVHF Narrow Band Receiver System eDual Frequency 
Design (Channel A/B) ¢Channel Frequency: 174~216MHz 
High Signal/Noise Ratio Performance eEach Microphone 
Requires 2 AA Batteries 


PYLE’ 


Wireless Handheld Microphone 


¢Simple plug-and-play operation eWireless receiver built-into 
USB stick ¢Direct connection to amplified speaker receiver 
ability *Receiver features line output (3.5mm) connector 
Includes: Handheld microphone, USB receiver, audio 
(3.5mm) cable, two “AA” batteries *Wireless transmission 
range: Up to 60' ¢Frequency response: 40Hz~15Hz +3dB 
Receiver power supply: 5V, USB 


SKU: 31AC3856 2.2... eee oe 


EN 


Assisted Listening 

ePeavey Assisted Listening system 
includes transmitter, four receivers and 
four standard ear buds eInput for line level audio Input for 
microphone ®Audio input gain control eAutomatic level control 
eExtendible antenna *AC/DC regulated power supply adapter 
supplied eLED power on and audio modulation indicators 


SKU: Product Frequency 

31AC4184 Kit 72.1 MHz —_ 
31AC4185 Kit 72.9 MHz _ 
31AC4186 Kit 75.9 MHz _ 
31AC3904 Receiver 72.1 MHz = 
31AC3905 Receiver 72.9 MHz _ 
31AC3906 Receiver 75.9 _ 
31AC3228 Ear Buds - _ 


Legendary SM58° Cardioid Vocal Microphone 
eldeal for lead and back-up vocals *Frequency response: 
50Hz~15KHz eMfr. #SM58-LC 


SKU! 88H1796 so... aes —_ 


Fee 


PV Series 7 Microphone 
ND magnet diaphragm High sensitivity eIncludes 5 meter 
cable 


SKU: Cable Included - 
31AC3868 XLR to XLR = . 
31AC3869 %' to XLR = SAMSON 


Dynamic Handheld Wireless USB Mic System 
eRecord wirelessly via USB to your Mac or Windows 
computer eldeal for computer recording, podcasting, lectures 
and more ¢Compatible with most computer-based digital 
audio software *HXD1 handheld dynamic microphone 
transmitter with Samson Q6 mic capsule ¢RX1 USB receiver 
connects directly via USB eTransmitter offers eight hours of 
battery life using two AA batteries (not included) ¢1-touch 
Mute function, adjustable Volume controls ¢100' wireless 
range from transmitter to receiver eWorks with iPad via 
Apple iPad Camera Connection Kit (30-pin) or Lightning USB 
Camera Adapter eIncludes tripod stand and mic clip 


SKU: STAC4183 . .. cai. ee ice ee ce te aes oo 


Tety 


Fee 


PV-MSP1 Microphone Kit 


eThe PV MSP1 is a complete microphone 
and accessory package designed for working musicians on 
the move eIncludes PV®i100 dynamic cardioid microphone 
Designed for stand-mount application eBlack powder-coat 


SHURE’ <= 


Wireless Lavalier 


SKU: Microphone Type finish tripod microphone stand with boom arm ®6 meter Microphone System 
31AC3807 2x Handheld aa microphone cable Mic clip *Convenient nylon carry bag *BLX4 receiver, BLX1 bodypack, CVL lavalier 
31AC3808 1x Handheld , 1x Lavalier, = SKU: Cable Included tee te ee oon 
and 1x Headset 31AC3870 XLR to XLR — frequency selection ¢XLR and %" output connectors 
31AC3809 2x Lavalier and 2x Headset _ 31AC3871 %' to XLR _ SKU: STACSOGS . -. 2. ce ce cee te es Lo 


Visit newark.com for full list on all of the products 


rhe So vi 


Universal LCD Monitor Stand 
eDesigned for replacement or upgrade of lost 
or broken monitor stands eMaximum weight 
capacity: 17.5 lbs. eVESA 75/100 eTilt and 
swivel function *Tool free height 

adjustment from 7.7"~10" eSturdy, all 

metal construction 


SKU SOTISSl oe eecedew ere eeeengunns 39.99 


Stellar®) ans® 


Heavy Duty Laptop/Projector 
Stand 


Economy Microphone 
Stand Four-Pack 


PULSE 
Stackable Microphone Stand 


*Unique die cast base alows up to six units to be 
stacked together *Greatly reduces storage space 
requirements ®Dual thread size eIncluded cable 
clips *Height adjustable to 59" 


SKU: 26W6870................. —— 


Stellar@) Labs® 
Tripod Speaker Stand 


eSupporting up to 80 lbs., this speaker 
stand offers tremendous portability and 
can be easily stored between gigs 


SKU: Description 
80R7056 Single stand 24.20 
80R7057 Carrying bag 8.57 


Perfect for holding a laptop or projector 
Raised metal lip around tray *Adjustable 
from 36"~60" tall eFolds for easy transport 
and storage eTray dimensions: 19" x 14" 
SKU: 11X5847 ...... 2... 27.64. 
eRugged steel construction and 

low profile black color eOverall 

boom length: 31.5" eHeight is 

adjustable from 40~63" eFolding 

base ¢Four stands per set, each 
individually boxed 

SKU: 53W2629..... 35.87 


PYLE 
12-Pack Studio 
Soundproofing Panels 


elncludes 12 pieces of acoustic studio foam paneling eAngled 
surface area for greater exposure to sound waves ®Wall 
panel “wedgie” style sound absorption *Assists in achieving 
optimal audio performance *Helps promote the flow of 
“clean” sound projection eTested to reduce unwanted noise 
and sound reflection *Reduces vibration and unwanted audio 
resonance @Stabilizes and isolates sound when recording 
Universal standard 12" x 12" squares ¢12 angled CNC 
machined wedges on each panel ¢1" thick engineered 
noise-reducing foam ¢Suitable for all recording environments 
and in-studio use ®For beginner and professional acoustical 
applications ¢Universal compatibility and mountable to 
virtually any wall ¢Used by musicians, instrument players, 
performers, sound engineers, DJ, MC, etc. *Perfect for vocal 
booths, recoding rooms, studios, podcasts, etc. 


SKU: STACG845 2 2st on ce eater eeeeans aoe 


PYLE 
Tripod Speaker Stand 


Effectively elevates speakers for 
optimum sound performance Universal 
speaker compatibility (85mm insert) 
eEasy setup and quick adjustment control 
Reinforced steel support construction 
eSpeaker support arm extension Rugged 
and reliable Safety lock-in pin ¢Foldable 
for quick storage and transport ¢Rubber 
capped tripod feet base ePerfect for 
on-stage or studio use For professional 
or beginner applications eSpeaker height 
adjustable: 59.1"~82.7" ¢Speaker max. 
weight: 100 Ibs. (50 kgs.) 


SKU: STACSBAS . x. nn eis ce ce dene we 48.00 


IPY IVE 
Speaker Extension Pole 


Universal subwoofer speaker pole mount extender 
Provides safe and reliable speaker placement eUsed e 
with speaker cabinets for elevated top mounting 
eWorks with all speakers with 35mm compatible insert 
eLoudspeakers, PA speakers, stage/studio monitors, 
etc. eQuick and easy telescoping height adjustment 
eMinimum height: 33.5" Maximum height: 51.0" 
eLocking safety pin for secure placement ¢Rugged and 
durable aluminum metal construction ¢Reinforced 35mm 
(1.375") engineered tubing ¢Maximum speaker weight 
load capacity: Up to 100 Ibs. *Perfect for on-stage or 
in-studio use Glossy black finish 


SKU: 31AC3850.................0.. fee 


Stellar®) ahs® 
Heavy-Duty Keyboard Stand 


*Provides ample floor space for pedals #1'4" square tube 
construction *Adjustable height: 23"~35'4" eAdjustable 
width: 24'"~40" 


SKU: AGTOSON icc bisa ces dade dane hee ae 59.99 


CM ELECTRONICS AUDIO/VIDEO 


PY UE 


Laptop Stand 
eldeal for holding your laptop, CD 
¢Player/controller, EFX machine 
or lighting controller ¢This versatile 
stand can stand alone on any flat 
¢Surface for quick and easy set-up 
eFeatures four easy line-it-up height 
adjustments ePlatform simensions: 9.25" 
(W) x 10.8" (D) *Height range: 6.3~10.9" 
eWeight capacity: 8 lbs. 


SKU: 31AC7665 ................-.--.-- 15.00 


PYIUE 


Laptop Stand with 
Accessory Shelf 


eThis stand will securely and 
dependably hold all sizes of laptops, 
iPads and tablets ¢Convenient 
accessory tray holds a sound card, 
hard drives, small mixer and any 
other device eLight weight sturdy 
unit folds flat to be convenient 
and portable *Unit fits in 
backpack or handy carrying 
bag included ¢Manufactured 
for use in home, studio or 

on the road eDouble peg 
holding tray keeps laptop secure in demanding environments 
eJust slide in the sturdy steel rod accessory tray and ready 
to use ®Folding instructions included eWeight of unit: 3.3 
Ibs. eDimensions folded: 10.2" x 9.8" x 1.2" eDimensions 
unfolded: 10.2" x 9.8" x 13.7" eLaptop shelf dimensions: 

9.6" x 8.5" 


SKU: 31AC8826 00.05 oe wee eee eee ee a 


PYIWE 
Music Stand with Attached 
Microphone Boom 


Universal microphone and reading material 
stand eUsed for presenting, orchestrating, 
reading and speeches Provides placement 
for music notes, lyrics, books, etc. Includes 
universal mic holder/clip attachment *USA 
standard %'" threading eDurable and lightweight 
metal construction ¢Conveniently folds 

for storage and transport *Quick and easy 
telescoping height adjustment ¢Knob-style 
tension locking mechanism ¢Foldable tripod 
leg base *Minimum height: 39" eMaximum 
height: 65" ePerfect for on-stage or in-studio 
use @Glossy black finish *Holding tray: 
19" (L) x 14" (W) 


SKU: 31AC8884 02. s cee wee eee eee oo 


Stellar®) ahs® 
Heavy-Duty Music Stand 


*Desk size: 18.5" x 13.5" ¢2" lower lip *Heavy- 
duty steel construction eAdjustable from 
37"~47" tall Folds for easy transport and 
storage 


SKU: 80R7064.............. 16.53 


= MCM ELECTRONICS AUDIO/VIDEO 
PYLE 


6U Wall Mount 
Server Rack 


eUniversal device 
placement rack 
°19" server rack 
compatibility ¢ Mountable to virtually 
any wall or flat surface *Promotes 
safety and air circulation *Rugged and 

heavy-duty metal construction ¢Perfect for the home, office 
or studio *Steel construction *Compatible rack shelf size: 
6U eShelf depth: 12.0" (approx.) ¢Maximum weight load 
capacity: 110 lbs. Assembled size: (including mounting 
Brackets): 19.5" (L) x 12.1" (W) x 11.3" (H) 


SKU: 31AC3830.................0.000. oo 


12U Floorstanding 
Open Rack 


Universal device placement 

rack °19" server rack 

compatibility eConvenient 

floor-stand design Promotes 

safety and air circulation 

eRugged and heavy-duty 

metal construction *Perfect 

for the home, office or studio 

¢Steel construction ¢Maximum weight load capacity: 110 Ibs. 
eAssembled dimensions: 19.3" (L) x 14.0" (W) x 21.7" (H) 


SKU: 31AC3827 ...........-..--.......19.00 


MCMeusiow Aunio 


Medium-Depth Rack Cases 

°19" rack eDepth: 12" without lids, 16" with lids eABS and 
aluminum construction eIntegral front and rear industry 
standard 19" rails eIndustrial quality butterfly clips eLong life, 
low maintenance, road proof construction ¢Gasket sealed 
lids for maximum protection against dust, moisture, and other 
unwanted contaminants *Zippered storage net compartment 
on the back lid of the unit 


MCMeusiom AUDIO 


Rolling ABS Flight Case 
22" Usable depth eABS and 
aluminum construction *100Ib 
capacity eIntegral front and 
back industry standard 19" rails 
°Gasket sealed lid to protect 
against dust & moisture 


SKU: 48Y8197... 119.94 


MCMeusjom AUDIO 


ABS Mixer Flight Case 

Fold up frame with locking device eABS and aluminum 
construction ¢3" clearance between rails and lid elInner 
dimensions 18.9" X 20.9" 8.3" eGasket sealed lid to protect 
against dust & moisture 


SKU: 48Y6198 0. cece sees 


ABS Flight Cases 


¢Fixed round aluminum handle eABS and aluminum 
construction eIntegral front and back industry standard 19" 


48Y8199 


MCMeusiow AuDio 


ABS Flight Cases for Mics 


Foam lined lid and microphone support section eABS and 
aluminum construction *Hinged lid with lid props (to hold lid 
open) Metal spring loaded carry handle 


SKU: # of Mics 

48Y8206 6 50.54 
48Y8199 9 74.88 
48Y8190 12 87.40 


MCMeusiom AuDo 


19" Rack Drawers 

Useful for all types of equipment racks ¢Black powder 
coated steel construction *Ball bearing race drawer slides 
elnstalled lock with two supplied keys ¢14.6" depth 


SKU: Rack Size Height 

7678540 2U 3.5" 57.41 
7618541 3U 5.25" 63.67 
7618542 4U 7.0" 68.17 
7678543 5U 8.75" 79.91 


SKU: Size rails ©1614" internal depth w/o lids & 22" w/ lids ¢Gasket 
25AC5167 2U 89.92 sealed lid to protect against dust & moisture 
25AC5168 3U 91.55 SKU: Size 
25AC5169 4U 97.23 4878191 2U 39 MCMeusioy AuDic 
TT 4 oe ae au 2722 Shallow 2U Rack Drawer oe 
eel = ee sere = eee °19" width, occupies two rack spaces eIntegrated lock with 
48Y8194 6U 122.06 two supplied keys °7%" x 15%" x 2%" 
bi all 190-40 SKU: GYO103 ...... 0. . cece eee ee eens 52.46 
48Y8196 10U 138.84 : 
pee 55X0634 
; 55X0635 


w 


MCMouscom aun 


19" Equipment Rack with Casters 


¢19" rack eLocking 3" casters Solid steel construction 
Excellent venting eIncludes cage nuts, support brackets, 


MCMeusiom AuDio 


Shallow ABS Flight Cases 


Integral front and rear industry standard 19" rails eABS and 
aluminum construction eInternal Depth: 8.19" (without lids) 
12.1" (with lids) eLong life, low maintenance, road proof 
construction 


and screws SKU: Size 
SKU: Size 48Y8202 2U 85.33 
98Y0221 8U 66.92 48Y8203 3U 88.32 
98Y0222 12U 146.33 48Y8204 4U 91.15 
98Y0223 16U 168.75 48Y8205 6U 102.89 


rhe Sow 
Rack Panels Pre-Punched for XLR 


Connectors 

Quality 1U rack panels are pre-punched for XLR D type 
chassis mount connectors ¢Black powder coated steel finish 
will compliment any professional rack appearance 


SKU: Openings 
55X0634 Four 3.42 
55X0635 Six 3.46 


Visit newark.com for full list on all of the products 


55W7889 
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MCMsusiom AUDIO 


19" Rack Shelves 


4 Standard rack shelf is designed to fit 19" equipment racks 

PULSE Black powder coated steel provides attractive appearance, 
even in rugged environments 
19" Rack Panels with XLR Connectors : i i 
: ; . SKU: Rack Size Height 

eHeavy-duty aluminum construction °3-pin XLR Front - 
connections ®Solder-cups on rear *Available in male or 8274412 1U 1.75 18.12 
female configuration 8214413 2U 3.5" 22.39 

SKU: Height Connections Type 

55W7889 1U 12 Male 36.96 

55W7890 1U 12 Female -- 

55W7891 2U 24 Female --- 


MCMeusiow Aunio 
19" Blank Rack Panels 


Black powder coated steel panel is ideal for any 19" rack 
application, perfect for filling unused spaces 


PSCNNCELCOM 


Rackmount Laptop Drawer 


°Foam wrist-pad eRear cable access ¢1RU height *Mfr. 


#EX-6301 } ‘ 
SKU: 84R4855..... 2.0... e eee eeeeeeee 80.99 SKU: Rack Size Haight 
7678549 1U 175" 2.92 
768550 2U 3.50" 5.12 
7618551 3U 5 25" 7.44 
7678552 aU 7.0" 8.28 


PSNNCELCOM 


Universal Rack Ears 

eldeal solution for any project that you 
want to be able to mount in a rack ¢5/2" 
depth 


MCMsusiom Aun 


SKU: Height Rack Units 19" Rack Shelves 

3270190 134" 1RU 4.99 eStandard rack shelf is designed to fit 19" equipment racks 

5278498 r 4RU 7.49 SKU: Rack Size Height 
8274414 3U 5.25" 26.28 
8274415 4U 7.0" 30.18 
7617081 = Optional clamp bar “ 11.99 


PSNNCELCOM 
Pre Cut Rack Rails 


¢Precut rack rails make it easy to 
build a custom rack cabinet °'/" 

thick steel construction ¢Standard 
rack alignment ¢Mfr. #RO828 *Sold individually 


SKU: Rack Units Length 

3270179 2RU 3%" 1.29 

5278433 4RU 7 20 ~ MICMeusiom Aun 

5278434 GRU 1074" 3.89___ Universal Rack Shelf 

5278435 8RU 14" 5.29 Black powder coat finish ¢16 gauge steel construction °Fits 
3270180 10RU 17%" 6.29 all standard 19" racks 

3270181 12RU 21" 8.99 SKU: Height Depth 

3270182 18RU 31%!" 11.49 46W0123 1RU 9.8" 20.52 
3270183 21RU 36%" 13.49 46W0124 2RU 146 23.64 


MCM ELECTRONICS AUDIO/VIDEO 


Universal Rack Shelves 

Universal device placement rack ¢Works with both non-rack 
and half-rack equipment *Punch-out shelf bottom allows for 
ventilation *Promotes safety and air circulation *Rugged 

and heavy-duty metal construction *Perfect for on-stage or 
in-studio use ¢Compatible with all 19" server racks ¢Steel 
construction 


SKU: Rack Size 
31AC3828 1U 18.00 
31AC3829 2U 24.00 


QVNUUUUUUUAQONTUCUUUUUUUUAUOQUTUCEEUTUUUTAAA 
TVNNTUUUQQUUEOUUAUUUTEOUUUUUUEUTUEL LAUT 


MCMeusiow AUDIO 


19" Louvered Rack Panels 

Black powder coated steel Perfect for filling unused spaces 
and providing ventilation *Beveled edges provide improved 
appearance and strength 


SKU: Rack Size Height 

7678545 1U 1.75" 2.94 
7678546 2U 3.50" 5.12 
7618547 3U 5.25" 2.20 
7678548 4U 7.0" 2.63 


MCMeusiow AuDio 
Mesh-Vented Rack Panels 

¢19" rack-mount cover plates ¢Steel plate with a black 
powder coating ePunched vent holes allow air flow *Pressed 
angled edging for added strength eAvailable in a variety of 
heights 


SKU: Height 

55W7885 1U 3.18 
55W7886 2U 5.49 
55W7887 3U 7.73 
55W7888 4U 8.79 


2a] SESS SS. 
PSCNNCELCOM 


19" Rack Mount Cable Support Tie-Bar 


eMade of steel Black finish 


SKU! 88WO574. oc kc eee 3.79 


cm exscrroNts AUBOMES 
IPM WE 


Scrim for Speaker/Light 


Stands 

*Double Sided Scrim Cover Design 
Universal Compatibility to Fit Virtually 
All Tripod Stands ¢Provides A Clean 
Look to Your DJ Presentation Setup 
Stretches to Fit Speaker Stands up 
to: 75.0" Tall ¢Stretches to Fit Speaker 
Stands up to: 43.0" Wide 


SKU: Color 
31AC3842 Black 
31AC3843 White 


27.90 
27.90 


*Lights not included 


Stellar®) ans® 


PAR Can Lighting Stand 
Suitable for up to four PAR 16 through 
PAR 56 lamps eAdjustable height from 
44"~98" eSupports 50 Ibs. ¢Crossbar 
is 37" wide eOptional storage bag 
available (#555-11651) 


SKU: 80R7062 ......... 21.10 


PULSE 


Slim PAR56 RGB LED Light 
¢150 bright 10mm LEDs providing 
rich colors and a variety of operating 
modes ©3/4/8 selectable DMX 
channels #150 LEDs, 48 red, 

51 green, 51 blue ¢Slim metal 
housing @Static color, sound 
active, auto, master/slave and 
DMX modes *IEC power in/out 
connections °3 Pin XLR in/out 
connections for DMX *Power 
consumption: 20W eDimensions 
(excluding brackets): 8" (H) x 8" (W) 
x 2.7" (D) 


SKU: S2W8600. 2.2 ncec io ese cide cic etna aie: 22 256 
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PULSE 320 ep Light Bar 

eldeal for adding effects to stages, washing walls in color 

or general up lighting ¢2/3/4/7/14/26 selectable DMX 
channels °10mm LED's, 128 red, 96 green, 96 blue Static 
color, sound activated, auto, master/slave and DMX modes 
¢4-button menu with LED display ePower consumption: 36W 
*Operating voltage: 120~240VAC Dimensions: 2.6" (H) x 
2.6" (W) x 40.3" (W) 


SKU: S2WSS97 . wicscias anes wtanene a enins auntielernd 90.74 


Stellar@) bahs® 
192 Channel DMX Controller 


¢Controls up to 12 intelligent fixtures up to 16 channels each 
30 banks of eight scenes *Six sets of chases containing 
240 scenes ¢Sequential chase linking *Beat activation, tap- 
sync and auto run modes *MIDI compatible eTabletop or 3U 
rack mountable ¢3-pin female XLR output *Requires 9VDC, 
adapter included eMfr. #DMX-192 


SKUSOSW3216 dc vce ce neice ne aeneee Des 42.32 


Stellar®) ahs® 
Six Channel DMX Controller 


eldeal for use with all lighting and effects devices that utilize 

standard DMX-512 control ¢Six individual channel faders and 
one master fader eControls DMX CH1~6 ¢May be powered 

by a 9V battery or included 9VDC adaptor eMfr. #DMX-6 


SMUT GSWS275 Soc ics cocetea a terere etavennceoa ana ed 38.47 


8-Way Isolated DMX Splitter 


Eliminates cable distance and device number limitations 
Each output can accommodate 32 separate devices *3-pin 
male XLR input, feed through 3-pin female output eEight 
isolated 3-pin female outputs, LED power and output status 
indicators on each *Requires 100~240VAC, 50~60Hz eMfr. 
DMX-SPLIT8 


SKUPG9WS273 ..5.2 oiecsdletckd sree ad egeeed artes 105.66 


Stellar®) ahs® 
2-Pack DMX Terminators 


eVital for terminating a DMX run eStandard 1200hm 
termination ePrevents signal reflection 


Stellar@)| ans® 


Professional Three Pin 
DMX Cables 


°DMxX cables utilize a twisted 

pair of 1100hm conductors ¢Much more reliable data transfer 
than standard XLR cables ¢Specifically designed for any 
professional lighting control setup 


SKU: Length 

84R5365 3' 4.88 
84R5366 6' 2.79 
84R5367 10' 6.01 
84R5368 15' aT 
84R5369 30' 9.01 
84R5370 50' 5.34 
84R5371 75! 7.24 
4670294 100' 19.38 


cd 


Stellar®) ahs® 
Professional Five Pin DMX Cables 


eDMxX cables utilize a twisted pair of 1100hm conductors 
eMuch more reliable data transfer than standard XLR cables 
°Specifically designed for any professional lighting control 
setup 


SKU: Length 

3270519 3 = 
3270520 6' _ 
3270521 10' = 
3270522 15' =a 
3270524 50' - 
3270525 75" — 
3270525 100' a 
Stellar @) Labs® 

Pigtail DMX Adapters 


Available in either 3 pin male to 

5 pin female configuration, or 5 pin 
male to 3 pin female configuration 
Total length: 14" 


@e 


SKU: Configuration 
84R5372 Male 3 pin to female 5 pin _ 
84R5373 Male 5 pin to female 3 pin 3.60 
Stellar®) ans® 
DMX Plug Adapters 


High quality locking connectors ¢Three and five-pin 
interconnect 


SKU: Pins SKU: Male Female 
43W7879 Three 3.60 26W6931 3-Pin 5-Pin 2.48 
43W7880 Five 3.70 26W6931 5-Pin 3-Pin 2.48 


Visit newark.com for full list on all of the products 


EQUINOX 
Moving Head LED 
Spot Light Effect 


°1 x 30W white LED *Beam angle: 
13° €2530 Lux @ 2m *Gobo wheel: 
7 static gobos + open ¢Color wheel: 
7 colors + open ¢DMX channels: 
1/8 or 10 selectable eAuto, sound 
active and master/slave modes 
ePan: 540°, Tilt: 270° ©0~100% 
dimming and variable strobe 
¢Supplied with hanging bracket °4 
push button menu with LED display *IEC in socket 
¢3-pin XLR in/out sockets ¢Fan cooled 


SKU! 84Y6092 ww civ e eee ia eae nee 


‘oumnox 


EQUINOX 


RGBW Rotating LED Light Bar 

°8 x 10W CREE quad-color LEDs (RGBW) *Beam angle: 4° 
°16,100 Lux @ 2m (per LED, full on) eIndividually controllable 
LEDs Refresh rate: 400Hz *DMX channels: 6/12 or 16 
selectable eAuto, sound active and master/slave modes ® Tilt: 
220° e0~100% dimming and variable strobe eQuick release 
omega clamps included °4 push button menu with LED 
display ePowerCON input/output ¢3-Pin XLR input/output 
*Convection cooled 


SKU: 84Y6093 50.05 cakes eee aes 7 
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EQUINOX 


3.3" DJ Plinth Kit Pair 


eAll-in-one solution eEach plinth includes: 2 x upright frames, 
1 x white lycra scrim, 1 x baseplate, 1 x top plate, 8 x fixing 
knobs, 1 x 35mm speaker pole adapter, 1 x carry bag *3mm 
thick top and base plates feature cutout handles for easy 
transportation 


SKU! 84V 8088.0... 6 cee sak eee ae ; 


Standard Lighting G Clamps 


Suitable for bars up to 50mm diameter elncludes fixing bolt 
°Steel construction *Max. load 20kg 


SKU: Color 
84Y8096 Steel _— 
848097 Black aa 


EQUINOX 


RGBA Multi-Beam LED Light Effect 

©24 x 3W LEDs (A: 6, G: 6, B: 6, A: 6) DMX channels: 1 or 
4 selectable *Sound active, auto and master/slave modes 
plus built-in programs *Supplied with hanging bracket ¢4 push 
button menu with LED display *IEC power input/output ¢3-Pin 
XLR input/output 


SKU: 84Y8094.................0..00. eee 


EQUINOX 


RGBW Moving Head 
Twin Beam LED 


Light Effect 

2 x 12W CREE quad-color 
LEDs (RGBW) eBeam angle: 
3° eDMX channels: 9 or 17 
selectable eAuto, sound active 
and master/slave modes @Pan: 
540°, Tilt: 360° continuous 
rotation °0~100% dimming 
and variable strobe *Supplied 
with hanging bracket elIEC 

in socket ¢3-pin XLR in/out 
sockets ¢Fan cooled 


SKU: 84Y8086......................00 5-5 ae 


EQUINOX 


Gobo/Logo LED Projector 

Project a wide variety of gobos and logos adding an extra 
dimension to events and installations °1 x 25W LED eBeam 
angle: 17° 2580 Lux @ 2m e11 user replaceable, rotating 
gobos ePrint your own gobos, for temporary use, using 
standard transparency film up to 1mm ¢Rotate/stop/reverse 
control ¢Supplied with hanging bracket elIEC power input 
Fan cooled 


SKU: 84Y8095 ............... 00.002 00 502 a 


Quad Color RGBW LED Light Bar 

°12 x 4W quad-color LEDs (RGBW) eBeam angle: 30° 

°536 Lux @ 2m (full on) ¢2kHz refresh rate Pixel mapping 
capabilities DMX channels: 3/4/6 or 48 selectable ¢Static 
color, auto, sound active and master/slave modes plus built-in 
programs *0~100% dimming and variable strobe eBracket 
allows for multiple rigging or floor standing applications °4 


push button menu with LED display eIEC power input/output 
©3-Pin XLR input/output *Convection cooled 


SKU: 84Y8085 =. 2. se eie sce celece Seta Gales od 
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EQUINOX 


Foldable DJ Screen 


elncludes 4 rectangular screens and 4 lycra cloths eWhite 
steel finish eCompact and lightweight design ¢Velcro strips 
°Create unique effects with different fixtures 


(UG) 2:1! ae ee 


EQUINOX 


Warp Moonflower 


Matrix Effect 

°64 x 5mm LED's (R: 24, 

G: 16, B: 24) ePlug and play 
unit *Auto and sound active 
modes Sound Activation via 
built-in microphone *Sound sensitivity 
control 


SKU! B1V6242 icici de etwas ae at 


EQUINOX 
RGBW Twin Bar 
Moving Beam 


my AS 

(TE Fs) iow 
j PY. “G5 

LED Light Effect 

°8 x 3W LEDs (A: 2, G: 2, B: 2, 

W: 2) eBeam angle: 3.4° eDMX channels: 10 or 

14 selectable eAuto, sound active and master/slave modes 

plus built-in programs ¢Total tilt: 270° ¢O~100% dimming and 

variable strobe *Supplied with metal hanging bracket ¢4 push 

button menu with LED display *lIEC power input ¢3-Pin XLR 

input/output eDesigned for mobile, DJ and party use 


SKU: 84Y8089.....................000. = 


EQUINOX 


Quad Color Moving 


Gobo LED Light Effect 
°7 x 8W RGBW LEDs DMX 
channels: 8 eAuto, sound active and 
master/slave modes ®0~100% 
dimming and variable strobe 
eSupplied with hanging bracket #4 
push button menu with LED display 
*lEC power input/output ¢3-Pin 
XLR input/output 


SKU: 84Y8091 os ic eee cee eee _ 


EQUINOX 
RGBW Moving Multi- 


Beam LED Light Effect 
°8 x 3W LEDs (R: 2, G: 2, 

B: 2, W: 2) DMX channels: 

8 eAuto, sound active and 
master/slave modes *0~100% 
dimming and variable strobe 
¢Supplied with hanging bracket 
°4 push button menu with LED 
display *IEC power input/output 
¢3-Pin XLR input/output 
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Compact Red and 
Green Laser with 
Remote Control 


eUnique mini laser that projects red and green geometric 
patterns ¢36 dynamic patterns and 22 static effects are 
projected over a dance floor, ceiling or wall Compact case 
design ¢2 operational modes: Auto mode (built-in programs), 
or sound active mode *Built-in programs can be changed 
with a push of a button on the unit or from the UC laser IR 
wireless remote @Dual bracket yoke allows fixture to be hung 
or set on the ground ®Fan cooled eIncludes UL Listed multi- 
voltage power supply: AC 100V~240V, 50/60Hz elncludes 
UC laser IR wireless remote control 


SKU: 31AC3013 .................0000. _ 


Moonflower LED Light 


Effect with Laser 

eDual 10W LEDs and Laser 
eDMX-512 LED effect that 
produces RGBW (Red, green, 
blue, and white) colored 
beams from 48 lenses 2 DMX channel modes: 2-channel 
and 7-channel Features two bright 1OW RGBW quad 

LEDs eComplies with FDA standards Multiple unique laser 
patterns eLight in weight and portable for entertainers on the 
go! *Strobe effect ¢3 operating modes: Show mode, sound 
active, and DMX control ¢3 show modes with adjustable 
speed control DMX-512 protocol eUC IR and airstream 

R compatible (sold separately) ¢4-button DMX LED menu 
Stand-alone or master/slave configuration Includes hanging 
bracket Run all night, no duty cycle 


SKU: 31AC3598 ..............0..0000. _ 


RGBW Compact Pinspot Quad LED 

*One 15W 4-in-1 quad RGBW LED ¢9 built-in color macros 
°6 operational modes: Static color mode; color change 

mode #4-button digital display for easy navigation ¢Electronic 
dimming 0~100% ¢Flicker-free eIncludes a scissor yoke to be 
hung, or set on the ground 


SKU: 31AC4015 ..............0.00000. oe 


Warm White Compact Pinspot LED 


One 16W warm white LED ¢4-button digital display for 
easy navigation eElectronic Dimming 0~100% ¢Flicker-free 
Includes a scissor yoke to be hung or set on the ground 


SKU: STAC4016 -.. 0c. ce eee ee oo 


4-in-1 RGBA 
LED Par Fixture 


°5 x 4W RGBA LEDs 
Battery operated 
¢Rechargeable Lithium 
battery life: 4 hours full on 
(with a full charge); 5.5 hours in energy saving mode (with 
full charge, 4 hours charge time *Stand-alone or master/ 
slave configuration *Beam angle: 40° 64 built-in color 
macros *DMX-512 protocol Color strobe effect ¢Great 

as an architectural wall wash or for performance stages 
where traditional stage lighting emit a lot of heat onto 
performers ¢Compatible with UC IR wireless remote (sold 
separately) and airstream IR app eLinkable via 3-pin XLR 
cable eElectronic dimming: 0~100% ®Flicker-free eIncludes a 
scissor yoke to hang on truss, mount on a wall or set on the 
ground elncludes IEC power cable to charge fixture or use as 
AC power input 


SKU: 31AC3594.................00000. = 


4-In-1 RGB +UV 
LED Par Fixture 


Battery operated eUltra 
bright slim flat black Par with 
5 x 4W, 4-in-1 Quad LEDs 
¢Smooth RGB + UV Color Mixing 
(fast or slow color change operation) 
*Unique “sit-flat"” design: Power and DMX Ins/Outs 
intelligently designed so the unit can be set flat on the ground 
or set inside truss *Great as an architectural wall wash or 

for performance stages where traditional stage lighting emit 

a lot of heat onto performers eRechargeable Lithium battery 
built-in to fixture ¢8 DMX channel modes: 1, 2, 3, 4, 5, 6, 7 or 
8-channel modes ®5 operational modes: Auto run mode (16 
color change mode, 16 color fade modes, and 1 combined 
mode), sound active mode (16 modes), RGB + UV dimmer 
mode, static color mode (64 colors), and DMX controlled 
Digital DMX display with 4-button menu for easy navigation 
¢Stand-alone or master/slave configuration *Beam angle: 40° 
°64 built-in color macros (DMX-512 protocol ¢Color strobe 
effect ¢Linkable via 3-pin XLR cable *Electronic dimming: 
0~100% ®Flicker-free eIncludes a scissor yoke to hang on 
truss, mount on a wall or set on the ground 


SKU: 31AC3595 ...........0...000 000. —_ 


4-in-1 LED Light Effect 

e2 DMX channel modes: 3-channels and 22 DMX channels 
°3 operation modes: Sound active, show mode or DMX 
controllable °9 exciting built-in shows ¢Produces 63 preset 
color combinations *Stand-alone or master/slave setup 
eLinkable via 3-pin XLR cable ¢4-button DMX display on rear 
panel ¢Strobe and chase LED effect eDMX-512 protocol ¢No 
duty cycles, run all night! 


SKU: Effects 
31AC3076 Dome/derby/strobe/laser co 
31AC3077 Gobo/moonflower/strobe/laser _ 


6-in-1 Hex LED 


PAR Fixture 

°18 x 12W LEDs °63 
built-in color macros *Five 
operational modes: Manual 
color; color fade; auto program; 
sound active, and DMX modes ®4-button digital display for 
easy navigation eElectronic dimming 0~100% ®Flicker free 
°Gel frame included eIncludes a scissor yoke to be hung, or 
set on the ground 


SKU: 31AC4530 .................0.000. _ 


~ aR 


30' RGBW LED 
Light Strand with Remote Control 


20 replaceable bulbs included on a 30! strand eEach bulb is 
6W RGBW Remote included Built-in programs ¢Linkable 
up to 20 units elP Rating: IP44 


SKU: 31AC3132 .............0.000000. 2 oe 


Speaker Stand Scrim 
with Carrying Bag 


eWhite speaker stand scrim ¢5' 
height elncludes a carrying bag 
eWeight: 4.6 oz eDimensions: 
27.59" x 47.24" per side ¢Material: 
white terylene 


SKU: Sides 
31AC3261 1 = 
31AC3262 2 = 
31AC3263 3 — ff 
\ 
tT) 
ay 7, Table Top DJ 
Nw, Screen Event Facade 


Fits on top of a 6' or 8' tab Made out of strong and 
lightweight black metal eOne black and one white scrim 
elncludes carrying bag to store and keep facade scrim 
looking best eDetachable hinges make it easy for storage 
Fire Retardant easy to remove scrim *Scrim to be washed 
by hand in cold water, lay flat to dry. Do not twist to avoid 
deformation *Complete stand: 94.5" (L) x 1" (W) x 16" (H) 
Panel 1: 27.5" (LD x 1" (W) x 16" (H) ePanel 2: 19.5" (L) x 
1" (W) x 16" (H) eBag: 31" (LD x 20" (W) x 5.5" (H) «Weight: 
23 Ibs. 


SKU: S1ACS3260 . «2 as. ce eee eee 7 


Visit newark.com for full list on all of the products 


SS wie 
CHAUVET Truss Clamps 


*High quality clamps for a variety of light truss applications 


Fig. SKU: Model Fits Truss Size Load 

A 48W5694 CLP-02 T'~2" 55 lbs --- 
B  43W5695 CLP-03 '~2" 44 lbs 
C 43W5699 CLP-10 1°,1.5',2" 75lbs  -— 
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A 
CHAUVET. Obey3 DMX Lighting Controller 
Compact DMX-512 controller for LED ¢Playback options 
include automated, sound-activated or manual RGB eVariable 
fade times for all playback modes Fader for master dimmer 
°CL has an optional clear case and interior lights Mfr. 
#OBEY3 


SKU: 43W6133............. 0.0.0 e eee _ 


A 
CHAUVET Obey™ Lighting Control 
Bridging the gap between smaller rack mount controllers 
and massive control desks °30 banks ®240 scenes *Fog 
and strobe 


SKU: Mfr. # Channels/Fixtures 
43W6136 Obey40 16/12 - 
43W6137 Obey70 32/12 _ 


CHAVVEL 


Mini Strobe LED 


eLight source: 21 white LEDs eBeam angle: 120° eReady to 
go out of the box eManually adjustable strobe rate *Size: 5.1" 
x 4" x 3.7" eMfr. #+MINISTROBLED 


SKU: 43W6054..................00000. oo 


AW, 
CHAUVET, LED Shadow™ 


eThree-channel DMX-512 LED UV blacklight *Blackout/ 
static/dimmer/strobe *Adjustable flash rate, dimmer and 
static eLight source: 192 (UV) LEDs *Coverage angle: 28° 
eMfr. #LED Shadow 


SKUPABSWEG80: 2 icc occa aie eetdae nes id 


DA 
CHAUVET LED Pinspot 


eBeam angle: 9° eHigh-power, 3W (650mA) LED Weight: 
0.7lbs (0.3kg) Size: 3.2' x 3.9' x 3.4' eMfr. #LED Pinspot 


SKU: 43W5968..............2..000008. — 


Preamp Tube 
eTube Amp doctor gives you a smooth tone with 
rich harmonics on their new series of rugged 
preamp tubes eType: 12AX7/ECC83 


SKU: 31AC3731 ......0...0.0.000. — 


CHAUVET, 
SlimPAR T12 USB 

eLight Source: 12 LEDs (tri-color RGB) 3 W °Flicker-free 
operation suitable for on-camera use *USB compatibility for 


wireless Master/Slave or DMX control ePower Linking: Up to 
14 units ellluminance: 3,801 lux ¢Size: 8.9" x 3.3" x 9.9" 


SKU: B4Y 7529 oo one ee tee cee Seas Rete od 
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CHAVET 


Mini Kinta IRC 


eLight Source: 4 LEDs (1 

red, 1 green, 1 blue, 1 white) 
3W eTrigger built-in automated 
and sound-activated programs 
in Master/Slave or DMX mode 
Rugged metal housing ideal 
for mobile gigs ®50,000 hours life 
expectancy Size: 7.5" x 9.1" x 7.25" 


SKU: 84Y7475 .. 1... eee eee —_ 


CHAUVET 

SWARM 5 FX 

eLight Source: (Swarm™): 
5 LEDs (1 red, 1 green, 1 
blue, 1 amber, 1 white) 3W 
Trigger built-in automated 
and sound-activated 
programs in Master/Slave 
or DMX mode ellluminance: 
(strobe): 823 lux ¢50,000 hours life 
expectancy Size: 9.75" x 11.7" x 12.2" 


SKU: BAV 7560 eae. cue wis aye ecsuecar edb end acs eu = —_ 


CHAVET, 


SlimPAR 64 RGBA 


eLight Source: 180 
LEDs (39 red, 39 green, 
51 blue, 51 amber) 0.25 
W ellluminance: 1,325 
lux ©100,000 hours life 
expectancy Size: 10.8" x 10.8" 
x 2.6" 


SKU: 84Y7530.............0..0.000005 — 


— 
CHAUVET 

Hurricane™ 
Fog Machine 


¢.6L tank eFour minute heat 
time °1.500cfm ¢Mfr. #H700 


SKU: Description 
43W5943 Fog machine — 
43W5849 1 gallon fog liquid _ 


CHAVET, 


EZpar 64 RGBA 


eLight Source: 180 
LEDs (39 red, 39 green, 
51 blue, 51 amber) 

0.25 W eRechargeable, 
lithium battery lasts up 
to 20 hours ellluminance: 
1,325 lux ¢100,000 hours life 
expectancy eDimensions: 10.8" 
x 10.8" x 2.6" 


SKU: 95YS625 52.0262 cece eed 2 on 
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PYLE 
[PRO 


Portable PA Mixer/Amplifiers 


eAccept two microphones and one AUX/phono input and will 
drive 4/8/16o0hm loads or 70V distributed systems Individual 
controls for each mic and phono/AUX input Rear panel 
phono/aux selector for line level or magnetic phono level 
sources ®Master level control eIncludes mobile mounting 
brackets and hardware *Dimensions: 3.5" (H) x 12.75" (W) 

x 9" (D) 


; SKU: Mfr. # Output Power _ 
_74R2584 —PT110 ~— 20W/80W RMS/max 81.00 _ 
74R2584 = PT210 3=— 40W/120W RMS/max 81.00 


@ 9] ©. 


NE : 
PMIL PA Power Amplifier 


Built-in USB/SD card readers ¢FM tuner with EQ/Volume 
control ¢Mic 1 /Mic 2/AUX-IN 14" input connectors eMIC 1 
Talk-Over feature ¢4Ohm/8Ohm - 70V/100V speaker output 
terminals 


SKU! S2YS36S3 . -.. 2 een. hace cele tse Bee a 


SPYLE soo wen 
PRO saicai/ aati 


5 input mixer-amplifier ¢80hm and 70V use ®Shelf top or 
rack mount ¢100W RMS output elnternal five channel mixer 
accepts the following inputs: (3) microphone, (1) microphone/ 
phono switchable, (1) line level for CD, tape, tuner, etc. 

*All microphone inputs accept XLR type or '4" connections 
Phono input is L/R RCA type phono jacks (combined mono), 
CD/aux input, EQ in/out and mixing bus are single RCA type 
phone jacks *Switchable 110/220V operation *Push type 
connections provide 4, 8 and 160hm speaker output, plus 
70V speaker line output for multiple speaker installations 
°Mfr. #PT610 


SKU: 3802908 ..................00050. —_ 


“Hn ies poner 


@PYRAMID* 
200 Watt PA Amplifier 


5 input mixer-amplifier e80hm and 70V use eShelf top or 
rack mount ¢100W RMS output elnternal five channel mixer 
accepts the following inputs: (3) microphone, (1) microphone/ 
phono switchable, (1) line level for CD, tape, tuner, etc. 

*All microphone inputs accept XLR type or '4" connections 
Phono input is L/R RCA type phono jacks (combined mono), 
CD/aux input, EQ in/out and mixing bus are single RCA type 
phone jacks eMfr. #PA-305 


SKU: 3802746. 0. 0 cee ce ce ces oo 
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MCMeusiom AUDIO 


Compact PA Mixer/Amplifier 

°10W output is perfect for small scale paging and background 
music ¢Three input mixer e80hm and 70V speaker outputs 
Telephone and microphone priority paging *Front panel 
controls for each input, master volume, bass and treble 
¢12VDC operation for greater flexibility ¢12VDC, 2A power 
supply included ¢Mfr. #MPA10 


SKUSG2X7618 oo isnt ete seep dead arene ed 


Compact PA Mixer/Amplifiers 

Perfect for small to medium scale paging and background 
music ®Four input mixer e8ohm and 70V speaker outputs 
Telephone and microphone priority paging ¢Front panel 
controls for each input, master volume, bass and treble 
¢Switchable phantom power for MIC1 *Combination 14"-XLR 
input jack for MIC1 


SKU: Mfr. # Output Power 
62X7619 MPA20 20W RMS 56.63 
62X7620 MPA40 40W RMS 129.46 


MCMeusiom AUDIO 


High Power PA Mixer/Amplifiers 

Perfect for medium to large scale paging and background 
music ®Six input mixer ¢8ohm and 70V speaker outputs 
Telephone and microphone priority paging ¢Front panel 
controls for each input, master volume, bass and treble 
*Switchable phantom power for MIC1 *Combination 4"-XLR 
input jack for MIC1 


SKU: Mfr. # Output Power 

~62X7621 MPA60 60W RMS 148.55 
62X7622 MPA120 —120W RMS 236.48 
26Y8818 MPA240 =240W RMS _ 


MCMeusiow AUDIO 
Five Zone PA Mixer/Amplifiers 
Three mic/line inputs plus two line inputs *80hm and 70V 
speaker outputs Five separate 70V speaker zones, with 
front panel selection eSwitchable phantom power on MIC2 
an dMIC3 inputs ¢Front panel controls for each input, master 
volume, bass and treble 


; SKU: Mfr. # Output Power 
_A2Y2515 ZPA60 60W RMS oo 
42Y2516 ZPA120 120W RMS _ 


MCMeusiom AUDIO 


Eight Input Mic/Line Mixer 

Combines up to five mic and three line sources *Single 
balanced mono output ¢Three L/R stereo line inputs, each 
summed mono ¢Four XLR mic inputs each with selectable 
phantom power @MIC1 priority input which accepts specially 
designed desk paging/control microphone Pushbutton 
chime ¢Fixed record output 


SKU: 42Y2012 2 ccc eee iwes = 


MCMeusiom AUDIO 


Ten Input Stereo Mic/Line Mixer 

°MIC1 priority input accepts specially designed desk/paging 
control microphone *MIC2~6 accept XLR inputs eMIC 7~10 
accept XLR or L/R RCA inputs eL/R or both selection on 
each input eL/R balanced XLR outputs ¢Fixed record output 
Compact 1U rack design 


SKU: 42Y2513 1.2... ee eee Lo 


Strategy Series 35 Watt Mixer/Amplifier 

Dip switch selectable matrix allows the creation of a zone 

to mix from any or all of the input sources for music or 
messaging on hold (MOW) applications. 25V, 70V and 80hm 
speaker outputs are provided to accommodate a variety 

of distributed systems. Input #1: Selectable mic, line or 
telephone level Input #2: ¢L/R RCA line level Input #3: eL/R 
RCA line level 


SKU: Mitr. # _ 
40P3888 AA35 — 
4517014 AAGO ~ 


Ais 240 Watt Strategy 
Series Mixer/Amplifier 


°Six-input units feature extensive muting and output options 
along with a very unique bridge in/out feature to allow 
combining of multiple amplifiers eVCA input allows remote 
level adjustment of either the BGM input or the entire 
amplifier eInput #1: Selectable mic, line or telephone level 
elnput #2~5: Selectable mic or line level elnput #6: L/R RCA 
line level eOutput power: 240W RMS eMfr. #AA240 


SKU: 40P3887...............--.--./ 1064.46 


PBM Series 
speco technologies pf Amplifier 


*Channel one accepts microphone input and provides VOX 
muting of the channel two aux/mic input @A third balanced 
input allows connection to a telephone system interface for 
phone paging *Separate music-on-hold output is provided, 
with its own independent output level control Rear panel 
control allows paging level to be preset ¢Front panel controls 
include: Power, bass, treble, channel one level, and channel 
two level *Speaker outputs include 4/8/16ohm taps, plus 
25V/7OV line outputs for multiple speaker applications 
¢Channel two aux input is two RCA type phono jacks (tied 
together internally) eAll other input/output connections are 
screw terminal eFrequency response: 50Hz~15KHz eTHD: 
<1.0% Input sensitivity/impedance: TEL: 100mV/6000hm, 
MIC-1/2: 1.0mV/6000hm, Aux: 200mV/50Kohm *Power 
requirement: 120VAC, 50/60Hz ¢30W RMS eDimensions: 
3.5" (H) x 10.7" (W) x 9.4" (D) 


SKU: 3605089 2.0 eve cedeeeueeedenenee 520.00 


speco technologies 


Professional 
30W PA Amplifier with Digital AM/FM Tuner 


Ideal in office environments, retail stores and public areas, 
for general paging and background music applications. Inputs 
include two microphone, one line level auxiliary, and one 
telephone page input. Features: eAM/FM digital tuner with 
30 station presets °Voice activated priority page ®Built-in 
telephone paging and music—on-hold ¢Independent bass 

and treble controls ¢Screw terminal strip for connection of 
4ohm, 80hm, 70V and 25V speaker systems ¢19" rack mount 
hardware is included Specifications: *Power output: 30W 
RMS eTHD: <0.1% at rated power *Frequency response: 
30Hz~20KHz Dimensions: 3%" (H) x 16%" (W) x 11%" (D) 
Power requirements: 117/220VAC, 50/60Hz Mfr. #P-30FA 


SKU! 88H1945 oo o.2 se cocpsccine eee ween ee 


Six Input 
speco technologies |ylixer Amplifier 


Perfect for background music and general paging 
applications ¢Features numerous inputs for tremendous 
flexibility eAll six input channels feature individual level 
controls and balanced XLR microphone inputs ¢Inputs 
#4~6 will also accept a line level signal eA 100mV/6000hm 
telephone input is also provided ¢Front panel controls include 
separate bass and treble adjustments and a master volume 
control eA three segment LED bargraph display illustrates 
relative peak output eOutputs are provided for 4/8/160hm 
speaker systems and 25/70V line distributed systems 
*Overall dimensions: 3.5" (H) x 16.9" (W) x 11.8" (D) e60W 
RMS output power Mfr. #PMM-60A 


SKU! 95K6616 oo e i exceacde ae ke be ae = 
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BOGEN. 


communicationsine. GOMpact Mixer/Amplifier 
°40 Watts of output power elndividual phantom power for 
MIC inputs *Compatible with 70V, 25V, 4 and 8-ohm systems 
eAudio-activated muting *Bass and treble controls Peak and 
Signal indicators 


MIC/ Media 
SKU: Inputs Line TEL Player Bluetooth 


“53Y1218 2S 1—SNo No No 234.84 
53v1219. 4 ~=93 ~=No No No = 


“53Y1222.—— 7 3. 1. Yes Yes 


BOGEN. . . i 
communicationsine. Classic Series Amplifiers 


Four input mixer-amplifiers VOX and contact muting eBass 
and treble controls *Frequency response (4ohm output): 
20Hz~20KHz *Frequency response (others): 70Hz~16KHz 
Dimensions: 3%" (H) x 14%" (W) x 11" (D) 


SKU: Mfr. # Power Output 
054787 C35 35W RMS 708.05 
_05H4788 C60 60W RMS 909.37 
9501958 C100 100W RMS _ 


Gold Seal Series 


® ane gs 
communicationsinc. [Vjxer Amplifiers 
°7 inputs with 4 dedicated Mic inputs ¢4-ohm and 8-ohm 
transformer-coupled outputs ¢25V, 25VCT, and 70V 
transformer-coupled outputs eDual-function, 10-band graphic 
equalizer eAudio Enhancement circuit «Variable AUX input 
muting 


BOGEN 


SKU: Power Output 
~84Y7398 60 Watts _ 
~B4Y7395 100 Watts — 
84Y7396 150 Watts = 
“847397 250 Watts 959.72 


Commercial 


speco technologies Power Amplifier 


Frequency Response: 30Hz — 20kHz Outputs: 4 and 8 
Ohms, 70/25V #Microphone Inputs: Two (One 1%" and one 
'a" or XLR) *Auxiliary Inputs: One %4" ¢30W RMS power 


SKU: SSWI098... . oa. cece cece dens ceaen 349.00 
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Commercial Mixer Amplifier 

¢80hm and constant-voltage outputs, 70V and 100V Paging, 
background music, and music-on-hold @Priority muting by 
VOX or external switch ePhantom power: 15VDC eAvailable 
with different input and wattage options 


SKU: Mfr. # Inputs Watts 
11X5759 135MA 3 35W = 
11X5765 160MA 4 60W — 


Commercial Series Mixer/Amplifiers 

eldeal for commercial and industrial use ¢Fanless, space- 
saving 1U design eSupports 70V and 100V distributed 
audio systems *Configurable output routing elncludes rack 
mounting kit ¢Energy Star® Certified 


SKU: Channels Wattage per Channel 
97Y9957 1 80W = 
97Y9956 1 120W _ 
_97Y9959 2 40W _ 
97Y9960 2 80W = 
~97Y9958 2 120W — 


UBL 


Commercial Series Amplifier 

©2 x 120W at 4/8Ohms ePlenum Rated (UL2034) *Compact 
size and light weight eConvection Cooled *Auto-standby 
mode for energy savings *Summing RCA inputs for each 
channel 


SKU STV 99 oie. cine ce kareena eerak aides —— 


UBL 


Commercial 
Series 

Amplifiers we ee 
eFanless, space-saving 1U design eBuilt-in 70V and 100V 


eSleep mode disable function eIncludes rack mounting kit 
Energy Star® Certified 


SKU: Channels Wattage per Channel 
97Y9950 1 40w ae 
97Y9955 1 80W = 
_97Y9949 1 120W _ 
97Y9953 2 40w ze 
97Y9954 2 sow = 
97Y9952 2 120W = 
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BOGEN. 
COMMUNICATIONS, ING. 


Classic Series Compact Amplifiers 

Two input mixer-amplifiers VOX and contact muting 
Front panel treble control Dimensions: 2%" (H) x 11%" (W) 
x 7%" (D) 


SKU: Mfr. # Power Output 
05H4785 C10 10W RMS 184.09 
05H4786 C20 20W RMS 260.13 
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MCMeusiow Aunio 


Two-Way Enclosed 70 Volt Ceiling Speakers 

Poly cone woofer with rubber surround and directional 1" titanium dome tweeter 
Ported enclosure *Transformer taps: 8ohm, 0.25W, 0.5W, 1W, 2.5W, 5W, 7.5W, 
15W, 30W (rotary switch) ¢Sold individually 


Frequency Power Capacity Required Mounting 
SKU: Size Response (RMS/Max) Cutout Depth 


3270496 5%" 80Hz~20KHz 30W/60W 6" 4" 28.50 
3270497 6%" 60Hz~20KHz SOW/100W 9" 5%" 29.72 
3270498 8" 40Hz~20KHz 75W/150W 127" 54%" 33.37 


Jae MCOMbusi0i9 AUDIO 


MCMeusrow Aula 8" Two-Way Speakers 

ape 7 . Power capacity: 10W/20W RMS/peak *Frequency 
Drop Ceiling Speaker/Baffle Combination response: 50Hz~20KHz *Magnet weight: 10 oz. 
8" dual cone full range speaker *80hm impedance (with Tweeter size: 2" ¢Voice coil diameter: 1" ¢Sensitivity: 
transformer bypassed) *Power capacity: 10W/20W RMS/ 86dB °Transformer taps: 0.63W, 1.25W, 5W and 10W 
program eTransformer taps: 0.325W, 0.625W, 1.25W, 2.5W, ¢Transformer 
5W and 10W eWhite ceiling baffle ¢T-bar support SKU: 88C8880 20.62 
SKU: A0P9772 gic aide coma dace caw ee ok 22.07 


Ceiling Tile 

Bridge for 8" 
Loudspeakers = 
eLoad-Bearing Bridges Eliminate Ceiling Tile Sag eRound 


10%" cut-out that suits baffles mounting ¢24-Gauge 
galvanized steel construction ¢Mfr. #81-8R 


SKU: 52T9690 .......... 0.00.0 14.08 

MCMeusiom AUDIO 

8" Heavy-Duty Two-Way Speaker 

Power capacity: 30W/60W RMS/peak #Frequency 

response: 40Hz~20KHz eMagnet weight: 17.7 oz. eTreated 

cloth surround ¢Tweeter size: 2" *Voice coil diameter: 1.25" UBL 

*Sensitivity: 88dB °Transformer taps: 10W, 15W, 20W and 

30W 

SKU: 9401447... 0.2 eee eee eee eee, ~ Commercial 
Series Ceiling 
Speaker 


Sold individually *High 
90 dB sensitivity *Very 
wide 175° coverage 
¢Frequency range 85 
Hz — 18 kHz eDriver 
continuous power handling 15W 


SKU: 97W2042... wa ieee hos 


UBL 


Commercial Series 


MCMeusiom AUDIO 


Enclosed 8" Two-Way Ceiling Speaker 


eUniquely compatible with both 80hm and 70V commercial Ceiling Speaker 

systems °Fully enclosed, attached metal back-box ePower Sold individually *High 96 
capacity: GOW/120W RMS/peak Frequency response: dB sensitivity ¢120° conical 
47Hz~20KHz @SPL: 92dB (W/M) eTransformer taps: 8ohm, coverage *Frequency range 

5W, 10W, 20W, 30W, 40W (rotary switch) Sold individually 55Hz~16KHz Driver continuous 
SKU: 40P9775 ... 2... 20022 e ee eee eee ee epee Power handling 15W 


SKU! O7W2043.. 22 ie ce kia ne te daa ee os 


speco technologies 


70V Dual Cone 


Ceiling Speakers 
©10W/15W RMS/max °8 ohm 
impendence *5W Dual 70/25V 
transformer (with taps at 5, 2.5, 1, 
.5, .25 and 8 ohms) ¢Sold individually 
Required Frequency 

SKU: Size Cutout Range 

80R4226 6%" ic 120Hz~20KHz 56.00 

80R4227 8 gy" 90Hz~20KHz 20.00 


speco technologies 
Sloped-Front 


Wall Baffle Speaker 
@Power: 10/16W RMS/Max 
°70/25V/80hm selectable 
transformer ¢8" 5 oz. dual-cone speaker 
eFrequency Response: 85Hz~20kHz *Solid wood 
construction 


SKU: SSW7S04. 2 occu cee cece ew eeeeaen 122.00 


MCMeusjom AUDIO 


Indoor/Outdoor, Foreground/Background 
Speaker Pairs 


Rugged weatherproof speaker pairs are designed to meet 
the needs of virtually any indoor or outdoor situation, in both 
residential whole-house systems and distributed commercial 
sound environments. Rear mounted rotary switch selects 
multiple taps on the internal 70V transformer Features: 
Polypropylene cone woofers with rubber surrounds @Soft 
dome tweeters with dispersion lens *UV resistant ABS resin 
composite enclosures 


5%" Indoor/Outdoor Speaker Pair 

514" woofers with rubber surround #1" soft dome tweeters 
°Power capacity: 50W/100W RMS/peak #Sensitivity: 86dB 
(W/M) ¢Nominal impedance: 8ohm Frequency response: 
60Hz~20KHz e Transformer taps: 2.5W, 5W, 10W, 20W, 30W 
°8ohm bypass eDimensions: 10.75" (H) x 7" (W) x 6" (D) 
Sold in pairs 


SKU: Color 
74R5061 White 100.00 
74R5062 Black 57.45 


64" Indoor/Outdoor Speaker Pair 

6!" woofers with rubber surround ¢1" soft dome tweeters 
°Power capacity: (OW/120W RMS/peak @Sensitivity: 88dB 
(W/M) #Nominal impedance: 80hm ¢Frequency response: 
55Hz~20KHz eTransformer taps: 5W, 10W, 20W, 30W, 40W 
*8ohm bypass *Dimensions: 13" (H) x 8%" (W) x 72" (D) 
°Sold in pairs 


SKU: Color 
74R5063 White 126.15 
74R5064 Black 111.70 


8" Indoor/Outdoor Speaker Pair 

°8" woofers with rubber surround ¢1" soft dome tweeters 
*Power capacity: 80W/160W RMS/peak @Sensitivity: 88dB 
(W/M) #Nominal impedance: 80hm Frequency response: 
45Hz~20KHz eTransformer taps: 10W, 20W, 30W, 40W, 
50W #8ohm bypass *Dimensions: 17" (H) x 11%" (W) x 10" 
(D) ¢Sold in pairs 


SKU: Color 
74R5065 White 225.77 
74R5066 Black 246.33 


Visit newark.com for full list on all of the products 


Style 70V 
Volume 
Control 


Attractive alternative to commercial series attenuators 
*Mount into Most 1-Gang E.O. boxes. ¢White and ivory 
plates with matching knobs @UL Listed 


SKU: Rated Model # 

4517802 10W AT10D 33.25 

4577804 35W AT35D 40.00 

4517803 100W AT100D 44.70 
BOGEN. 


COMMUNICATIONS, ING. 


Drop Ceiling Support for Ceiling Speakers 
Places the weight load on the T-bar ceiling grid, instead of 
the ceiling tile Prevents tiles from sagging over time *For 
8" (dia.) full range and coaxial speakers *Overall dimensions: 
23/4" x 14'4" eSold individually 


SKU! S278 722s oie ise se eed cceene eee ta cates 1 


Speaker Line 
Matching 
Transformers 


eAdapt conventional 8ohm speakers 
for use with multi speaker commercial 
systems *Compatible with both 70.7V 
and 25V systems ¢Primary taps: 10W 
model: 0.63W, 1.25W, 2.5W, 5W 
and 10W #30W model: 5W, 10W, 
15W, 20W and 30W 


SKU: Capacity 
35H6906 10W RMS 8.30 
9502934 30W RMS 11.99 


Quam 
4" 2-Way Speaker 
with Rotary Select 


Transformer 

°70V and 80 rotary select 
transformer eAverage 

sensitivity: 89 dB SPL, 1W/1M 
eLoudspeaker power rating: 20W 
RMS, EIA 426A standard #80 
tap output: 89 dB SPL, 1W/1M 
eCalculated output: 102 dB SPL, 
5W/1M *Frequency response: 
80Hz~20KHz EIA 426A standard 
eLoudspeaker: 4" O.D. woofer 
eTweeter: %" dome Transformer: Integral to 

unit 2OW~7OV or 8Q, 5 tap (2OW, 10W, 5W, 2.5W, 1.25W) 


SKU: 97V9982: = ..dccecnade wane boda ne 112.10__ 


 @tl 
Quam Ceiling Speaker Kit 


Sensitivity: 95 dB SPL, 1W/1M ePower Rating: 20W RMS 
Frequency Response: 60Hz~17kHz *¢Nominal Coverage 
Angle: 90° eTransformer Taps: 5W, 2.5W, 1.25W, .63W, 
.31W eSold in pairs 


SKU: 84Y 7994 o.oo ccc eae cree ee hae _ 


Z 8" Dual Cone Loudspeaker 
eTreated paper cone ®1" copper voice coil *Power capacity: 
15W RMS eFrequency response: 50Hz~18KHz ®Sensitivity: 
97dB °70V taps: 0.25W, 0.5W, 1W, 2W, 5W 


SKU: Mfr. # Description 
4670044 SD72 8" loudspeaker 


26.78 


5278521 SD72W __ 8' loudspeaker with baffle 39.52 
50.19 


4670045 SD72WV 8" loudspeaker with 
baffle and volume control 


Quam 


20 Watt Attenuator 

¢Power Rating —- 20W Continuous 
Position: 10 eInsertion Loss: <0.5 dB 
*Connection: 10" long, pre-cut, color 
coded leads 


SKU: 84Y7493 ......... — 


Wall Volume 
Controls for 70 
Volt Systems 


Provide zone or 
individual speaker 7 

volume control in 70V distributed audio systems Stainless 
steel wall plate with silk screen dial scale and black knob 
with white inlay pointer, matches conventional commercial 
installation style eUL listed eAttenuation/step: 3dB 


a” 


e 
VO 


Power Total 
SKU: Mfr.# Rating Attenuation 
19K6014 AT10 10W 33dB 28.77 
96H7070 = AT35 35W 27dB 35.50 
84K0719 AT100 100W 27dB 40.21 
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Quam 


8" Beam Mount Loudspeaker System 
*Sensitivity: 95 dB SPL, 1W/1M ®Power Rating: 20W RMS, 
EIA 426A Standard eFrequency Response: 65Hz~17kHz 
Nominal Coverage Angle: 90° ¢Transformer Taps: 5W, 
2.5W, 1.25W, .63W, .31W 


SKU: 84Y7236 ...............0.0 00000. oo 


Quam 


Hanging Sound Masking Speaker 

¢Sensitivity: 95 dB SPL, 1W/1M ®Power Rating: 20W RMS 
Frequency Response: 60Hz~17kHz ¢Nominal Coverage 
Angle: 90° Transformer Taps: 5W, 2.5W, 1.25W, .63W, 
.31W 


SKUPBAVTAG2 css eiarss scacs tee iares sue eras dcmibrwe = 


| 


Quam 8" Wall-Mount, Square Speaker 


Sensitivity: 92 dB SPL, 1W/1M ePower Rating: 12W RMS 
Frequency Response: 65Hz~17kHz eNominal Coverage 
Angle: 90° *Transformer Taps: 5W, 2.5W, 1.25W, .63W, 
.31W ®Color: White 


SKU BAYT 964 52 ecsiecs ecsiens ace ede ack. le nckvee ace — 


Quam 8" Angled, Wall-Mount Speaker 


Sensitivity: 92 dB SPL, 1W/1M ePower Rating: 12W RMS 
Frequency Response: 65Hz~17kHz ¢Nominal Coverage 
Angle: 90° *Transformer Taps: 5W, 2.5W, 1.25W, .63W, 
.31W ®Color: White 


SKU BAVT 968 oe-ccsesdees decoded tracer ted aeretend a 


wn 
Quam 2' x 2' Ceiling Tile Speaker 


Sensitivity: 92 dB SPL, 1W/1M ePower Rating: 15W RMS 
Frequency Response: 65Hz~17kHz ¢Nominal Coverage 
Angle: 100° eTransformer Taps: 5W, 2.5W, 1.25W, .63W, 
.31W 


SKU: 84Y7562.................000005 134.05 
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Complete IR Repeater Kit 
Control six or more components located behind closed 
doors or in an entertainment cabinet Six IR emitters ¢lR 
target eConnecting hub *Compatible with 38KHz and 56KHz 
IR systems *Requires 12VDC, 250mA, AC adapter included 


(BE (2) _ 


Complete IR Repeater System 

eTransmit infrared signal to up to four components located 
behind closet doors, in equipment racks or another room 
Compatible with 38KHz and 56KHz IR systems elncludes 
four emitters, up to four additional emitters may be connected 
elncludes surface mount IR target with status indicator 
¢3.5mm and terminal block IR input *Requires 12VDC, 1A 
max, AC adapter included 


SKU: 93T9088 ..... 0.0... 0... cee eee 34.99 


DATACOMW"' Recessed 
Pro-Power Kit with Straight Blade Inlet 


eLow profile design eGrounded recessed single receptacle 
Perfect for eliminating connections at the wall eCan be 
installed upright or upside down *Quick and easy to install 


SKU A7Y0527 cece cee vew en erevewen’ 59.99 


SpeakerCraft 


Automatic A/B Line 


Level Switch 

eL/R RCA female input/ 
output connections 
accommodate left and right 
channels, making it perfect 
for all consumer electronic 
devices eA separate 12VDC, 100mA signal is also provided 
to trigger other external devices eTrigger sensitivity is fully 
adjustable from 10~100mV eOff delay (from B back to A 
after absence of signal) is adjustable in eight steps from 0.5 
seconds to 10 minutes This unit requires 12VDC eOptional 
AC adapter available (#50-8362) 


SKU! 11M 2984. 2.2 oe ise ce ce ceed os oo 


Stainless 
Steel Media 
Wall Plates 


¢Feed-through 
connectors 
eliminate the need 
to solder 


Configuration 


Fig. SKU: 
A 52T9680 — Single VGA -_ 
B_52T9679 ~~ Dual VGA _ 
C 52T9685 ~— Single VGA plus 3.5mm audio --- 
D _52T9687 ~— Single VGA, single HDMI, —_ 
plus 3.5mm audio 
E  57T6891_— Single VGA, Single 14.61 
Component Video, Single 
HDMI, Plus 3.5mm audio 
F 8274436 — Single HDMI 9.99 
G = 82T4439 ~— Dual HDMI Ze 


Double 


DATACOMV’ 
Recessed Cable Pass Through Wall Plates 


These wall plates are perfect when pre-terminated cables 
are routed through the wall, or when large numbers of cables 
make termination at the wall plate impractical. Recessed 
opening directs cables at a 90° angle, without protruding, 
allowing equipment to be placed close to the wall. Rigid ABS 
plates are available as single, double or three gang size in the 
colors listed. Matching screws are included. 


SKU: Gang Color 

63M0599 Single Brown 3.21 
28M9675 Single Light ivory 3.42 
60M2836 Single White 3.42 
46P7010 Single Black 3.52 
63M0600 Double Brown 5.29 
28M9678 Double Light ivory _ 
60M2838 Double White 2.97 
80R6617 Three White 9.56 
80R6616 Three Black _ 


DATACOMV’ 


Recessed Multimedia 
Wall Plate 


°Recessed opening directs 
cables at a 90° angle, without 
protruding, allowing equipment to 
be placed close to the wall eThe recessed commercial grade 
AC receptacle allows connection of large AC plugs, without 
protruding from the wall ePerfect for use behind flat panel 
TVs or large A/V equipment eWhite 


SKOSGOMOG02 ies oii c awe ce a ewan a 21.62 


DATACOMV’ =. 
Decora Wall Plate 
Insert with Flexible 
Opening 

eLow profile design 

fits behind mounts and 
TV's eConceal multiple 


A/V cables behind your HDTV 
Available in different color options 


SKU: Color 

06X9232 White 2.59 
06X9230 Ivory = 
06X9231 Light almond 2.59 
06X9229 Black 2.59 


DATACOMV 
Single Gang Wall Plate with Flexible Opening 


eLow profile design fits behind mounts and TV's *Conceal 
multiple A/V cables behind your HDTV eAvailable in different 
color options 


SKU: Color 

06X9236 White 2.89 
06X9234 Ivory 2.89 
06X9234 Light almond 2.89 
06X9233 Black 2.89 
nine aHad . 

Dual Gang Pass 

Through Wall 

Plate with Power 

Receptacle = 


Provides pass through for low voltage cables, as well 

as a dual receptacle power outlet *Old work electrical 

box included ©15A UL listed duplex receptacle included 
eMounting wings for retrofit are integrated on the wall plate 
eMfr. #45-0031-WH 


SKU! S279986 2000s ccceweveswsewewew de 25.74 


bh 


DATACOMV’ 
Recessed Low Voltage Mid-Size Plate 
¢Streamline power and cable management ®Low profile 
design *Conceal multiple A/V cables behind your HDTV 15 
Amp/125 Volt duplex receptacle 


SKU OGK9 209 atin cacs dein dene dace wane 19.99 


Visit newark.com for full list on all of the products 


MCMeusiom AUDIO 


Slim On-Wall Speaker Pair 

elmpedance: 8 Ohm eFrequency Response: 80Hz ~ 20KHz 
eResonant Frequency: 80Hz *Sensitivity: 89dB (1W/1M) 
eRMS Power Handling: 20 Watts Max Power Handling: 40 
Watts ¢Only 1.4" thick eSold in pairs 


SKU: Color 
71Y5714 White = 
71Y5715 Black — 


MCMeusiom AUDIO 


Heavy-Duty Speaker Mount Pair 

¢For commercial installations, it is recommended that you 
consult local codes before installing ¢Multiple mounting holes 
on the speaker bracket ensure safe mounting *Supports up 
to 66lbs. ©180° tilt and 360° swivel ¢15" overall length 


SKU: B0RG818 «5.2.60 isc ccd aes coda 32.83 


- ~ 


MCMeusiow Aunio 


6'’2"Enclosed Ceiling Speaker Pair 

*Poly-cone woofer with rubber surround ¢'/" polymer tweeter 
© 1 20W (max) handling ¢Fully sealed backbox *Gold plated 
speaker push terminals eFrequency response: 60Hz~20KHz 
elmpedance: 80hm Sold in pairs 


SKU! 3210499. sta bead ech ee aed evinesbne 26.99 _ 


BOGEN. 


® 
teeterctoratew NEAR 
Drop-Ceiling Speaker Pair 
8" dual cone driver Included tile support rail ¢Frequency 
response: 95Hz~20KHz #SPL: 94dB (W/M) eDimensions: 5" 
(H) x 23'%e" (W) x 23'%e" (D) Mfr. #CSD2X2 #Sold in pairs 


SKU TM 282S 2c dc cie vie mk dea be eRe we 162.47 


MCMeusiow AUDIO 


Wall Mount C 
Bluetooth Receiver 


eMounts in a single gang electrical 
box opening eLine level output 
¢3.5mm stereo and screw terminal 
outputs ¢Front panel 3.5mm 
convenience input *Decora cover 
plate included Requires 5VDC, AC 
adapter included 


SKU: 40Y3051....... — 


Slide Style Impedance 
Matching Volume 
Control / 


Attractive decora styling 
with included cover plate 
eDetachable terminal strips 
accept up to 14AWG wire 
°Power capacity: 50.W/150W z | 
RMS/max ¢Frequency 

response: 30Hz~20KHz t 
elmpedance matching: x1, x2, x4 ~=— 
and x8 eWhite color 


SKU: 7618920 ioc cect ae eceeecaeewen 37.19 _ 


69R7417 


MCMeusiom AUDIO 


Swingplate™ Feed Through Wall Plates 


SKU: Size 

69R7416 Single 2.32 
69R7417 Double 0.96 
BOGEN. 


Drop-Ceiling Speaker Pair 

Ideal for large scale commercial and office environments, 
these full-range range speakers allow fast and easy 
installation. Just make one simple cut to the ceiling tile 

and drop into place. Features: ¢8" dual cone driver ¢One 
piece assembly for perfect integration into 2' x 4' and 2' x 

2' tile ceilings ¢1' x 2' finely perforated grill covers entire 
speaker front eIntegral tile support rail ¢Frequency response: 
110Hz~20KHz *Dimensions: 4%" (H) x 12%" (W) x 23%" (D) 
eMfr. #CSD1X2 eSold in pairs 


SHU TI 29 26 i. oeicn Pats dale Saka Salas 2 119.25 
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MCMeusiow Aue 


In-Wall Volume 
Control with Bluetooth 


Size of a standard wall 
volume control ¢Contains a 
highly efficient 30W stereo 
Class D amplifier and 
Bluetooth receiver ¢Bluetooth 
connectivity up to 32’ 
*Requires 12VDC, 2A, AC 
adapter included 


SKU: 55X0401.... . - 


MCMeusrom AUDIO 


DC Power Wall Plate 


eDesigned for use with MCM Custom 
Audio Amplified Volume Controls 

*May be used in any case 12VDC 
power is supplied to an istalled device 
¢5.5mm/2.1mm female jack *Red status 
LED indicator eWhite color 


SKU: 55X0402............ — 


MCMeusiow Auno 


In-Wall A/B Speaker 


Input Selector 


eDesigned for use with MCM Custom 
Audio Amplified Volume Controls ¢May 
be used in any case where two systems 
share a common pair of speakers ¢White 
color 


SKU: 55X0403............ = 


MCMeusiow Aunio 


Dual Gang Decora Cover 

¢Designed for use when MCM Custom Audio Amplifiied 
Volume Controls are used with the A/B speaker selector 
eWhite color ¢Screw terminals accept up to 14AWG wire 


SKU SSX0404 2 os es ees eet eee ac 
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MCMeusiow Aunio MCMeusiom AUDIO 
Impedance Matching Volume Control 6’4" Single Point Stereo™ Ceiling Speaker 
*Colors: White, bone, almond *Depth: 2.36" *Steps of Provides both left and right audio channels from a single 
MCMarsiow /\(U[DY{O) Attenuation: 12 ¢Total Attenuation: 42dB (max) ¢Frequency point eTwo independent 6dB/octave crossover channels 
Response: 20Hz ~ 20KHz *Power Handling: 2 x 63W a fa ee dome beaks Ls ets aan 
1 . " woofer, rubber surround *Power capacity: 
Bluetooth Ceiling Speaker Pair SKU: 71Y5718 2... cece ee eee 29.45 per channel #Frequency response: 35Hz~20KHz eSold 
°6'4" speaker pair is the high tech solution to adding music to individually 
any room Built-in 15 Watt x 2CH amplifier and Bluetooth 2.0 SKU: 2018743... eee cece eeeeeee 19.27 


receiver allows wireless connection to portable devices within 
32! eHighly efficient Class D amplifier eRequires 12VDC, 2A, 
AC adapter sold separately 


SKU: 83X8333 .... 2... eee eee eee eee 33.07 


Stellar@) Lahs® 
Indoor/Outdoor Speaker Pair 


eWide frequency response ®High efficiency @Fully 


—_—_—_———-_ = weatherproof design ePorted and tuned enclosures eWedge 
Stellar ©) ® shape design eIncluded mounting brackets *80hm and 70V Stellar @) Labs® 

Labs es Outdoor Rock Speakers 
6.5" Active Ceiling Speaker Pair with SKU: Woofer Size Color RMS Power te p ee 

= eWide frequency response ®*High efficiency *Fully 

Bluetooth 71Y5708 5" White 30W 74.08 weatherproof design Attractive authentic rock shape 
Designed to be run in ceilings for music reproduction in a 71Y5709 5" Black 30W 54.16 eNatural gray stone color *80/70V 
retail or residential environment *Features an environmental 715709 6%" White 50W 54.16 SKU: Speaker Size 80 Wattage 
eq switch which adjusts the sound of the speaker to fit your may rene 
taste ¢32' Bluetooth range (Bluetooth version: V4.0) e60W 8 71Y5711 6% Black 50W 89.99 68Y0088 oY 30W 37.56 
Ohm speaker ¢Frequency response: 60Hz~20KHz 71Y5712 8" White 80W es, 68Y0089 6%" 40W 
SKU: 25AC5146.................0.0.0. 168.94 71Y5713 8" Black 80W 126.35 68Y0090 8 SOW 40.14 


MEMeusroi aun MCM21:55020 auou0 


Bluetooth/Digital Amplifier Board Two-Way Ceiling Speaker Pairs 

*Perfect for incorporating into any speaker, tiny enclosure or Polypropylene cone woofer with rubber surround ©'/" polymer dome tweeter *Mounts to any ceiling without the need for 

anywhere Bluetooth 2.0 connectivity is desired Measures additional hardware ¢6dB/octave crossover (#50-14000 high pass tweeter capacitor only) ¢Sold in pairs 

less than 1" (H) x 3" (W) x 1'2" (D) *Highly efficient Class D . . 

amplifier *Screw terminal power input and speaker output Power Capacity Frequency Overall Required 

connections *Requires 12VDC, 2A, AC adapter sold SKU: Size (RMS/Max) Response Diameter Cutout 

aii ~ 2078739 4 20W/35W 50Hz~20KHz 6.73" 5.39" 9.45 
SKU: Description 2078740 5.25" 25W/50W 45Hz-20KHz 7.95 6.46 12.39 

83X8334_Amplifierboard = 208741 6.5" 30W/60W 45Hz~20KHz 9.02" 7.60 21.99 
25AC5052 12VDC adapter 6.11 2078742 8" 40W/80W 30Hz~20KHz 10.71 9.29" 36.03 


Visit newark.com for full list on all of the products 


MCMeusiow Aunio 


Ultra Compact 30W 


Amplifier w/Bluetooth 
Highly efficient Class D 30W 
stereo amplifier eBluetooth 3.0 
connectivity *Range up to 32' 
°3.5mm line input Versatile 
device is smaller than a deck of 
cards eRequires 12VDC, 2A, AC 
adapter included 


SKU: 68X4789..... _ 


-) AUK in 
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MCMeusiow Auno 


Automatic Speaker Switch 


Perfect when two independent sound systems feed a single 
pair of speakers @LED status indicators ¢12VDC status 
output eAdjustable sensitivity an d return delay eDetachable 
terminal strip connectors *Requires 12VDC, AC power 
adapter included 


SKU: 29X0258 «cok as eee ees oa 85.25 


Automatic Speaker Switch 


Perfect when two independent audio sources feed a single 
input eLED status indicators SPDT relay status output 
eAdjustable sensitivity and return delay ¢L/R Female RCA 
inputs and outputs *Requires 12VDC, AC power adapter 
included 


1 (U4!) 25): ee 59.56 


In-Line Volume Control with IR Remote 
Provides remote control of sound level when inserted 
between line level devices Perfect for televisions, CD and 
DVD players @L/R RCA line level in/output connections 
Rugged metal housing 


SKU OND 2SS oie wctcare arin datene arene daca 59.56 


Amplifier 
°20W RMS x 2 
channels ¢80hm 
stereo, bridgeable 
to 40W RMS 
mono ¢Fanless 
cooling for silent 
operation ¢Bass and 
treble controls *RCA line level inputs 


SMU: BORG827 vcvccccccssecaceoeseewed 85.67 


40W Stereo Amplifier w/Bluetooth 


Compact, powerful 20W x 2CH amplifier eInternal Bluetooth 
receiver ¢Use with any smart phone or other portable 
Bluetooth player elnternal mic for hands free phone use 
Two additional line level inputs *Requires 24VDC, 1.5A, AC 
adapter included 


SKU: 55X0436............ 0.000 eee 129.21 


MCMeusiow AuDio 


Compact Stereo 


Amplifier 
°15W x 2CH 
output elR remote 
control of power, 
volume and mute 
eMotorized rotary 
volume control 
Compatibility 
with MCM IR 
remote control 
systems and remote IR 
targets *Rugged metal enclosure 
eRequires 12VDC, 2A, AC adapter included 


SKU: 40Y3049 ...............0.200 0s 49.28 


MCMeusjom AUDIO 


Compact Stereo Amplifier 


eMay be mounted in a variety of 
locations, behind equipment, on a wall, 
anyplace one or two pairs of speakers 
needs to be driven eIndependent L/R 
recessed level adjustments *Recessed 
master volume control ¢RCA female L/R 
line level inputs ¢Capable of driving 4 
or 80hm loads eRugged metal housing 
with convention mounting tabs *Power 
output: 12W RMS x 2CH, 50W max 
total eRequires 24VDC, 1A. eAC adapter 
included 


SKU: SSW7809. oc e cc cece eee eee _ 


Stellare@ 


©/Lahs® « 
Stereo Line Level Amplifier 


*RCA female stereo inputs and outputs 
eFrequency response from 20Hz to 20kHz 
°0-15dB adjustable gain ¢12V DC power (adapter included) 
eTHD > 0.002% 


SKU GSWIT0S «oie Saks dake dake dee we 34.99 


MCM ELECTRONICS AUDIO/VIDEO 


Stellar, 


30W Class D 
Compact Stereo 
Amplifier with 
Headphone 
Amplifier 

¢Power output RMS: 2 
x 15w at 4 ohm, 2 x 8w 


at 8 ohm *Frequency 
response: 20Hz~20KHz 


Total Harmonic Distortion (THD): <0.4% @ 1W per channel 
eMinimum Impedance: 4 ohms eSignal-to-noise Ratio (SNR): 
10K ohms ¢Minimum input impedance: 680 mV elnput 
sensitivity: 103 dB, A weighted eChannel separation: 95 dB 
Efficiency: >90% *Dynamic range: >100 dB *Headphone 
power output: 150 mW at 16 ohms 


SKU: 25AC5156....................000. 30.62 


200W Class D 
Compact Stereo 
Amplifier with 
Bluetooth 

ePower output: 2 

x 100W at 8 ohm 
eAmplifier efficiency: 
>90% Minimum THD: 
<1% ®Signal-to-noise ratio: >90 dB *Frequency response: 
20Hz~20KHz *Bluetooth compatibility: Bluetooth v4.0, up to 


62' range DC power input jack: 2.5 mm x 5.5 mm ePower 
requirements: 18~36VDC, 4.5A 


SKU: 25ACS197 . cc acuawsaciearuenawes 95.89 


Stellare@ 
2-Way 4.5" Bookshelf Speaker Pair 


eWoofer: 4.5" polypropylene cone *Tweeter: 0.62" 
polycarbonate ferrofluid cooled *Power handling: 30 watts 
RMS/60 watts MAX elmpedance: 6 ohms ¢Frequency 
response: 85-20,000 Hz *Sensitivity: 84 dB 1W/1m 
¢Magnetic grills ¢Veneer color: Black 


SKU: 25AC5158 ..............0...0000. 37.79 


Stellar tL ahs® 


2-Way 6.5" Bookshelf Speaker Pair 


eWoofer: 6.5" polypropylene cone *Tweeter: 0.62" 
polycarbonate ferrofluid cooled *Power handling: 40 watts 
RMS/75 watts MAX elmpedance: 6 ohms *Frequency 
response: 70-20,000 Hz *Sensitivity: 87 dB 1W/1m 
eMagnetic grills eVeneer color: Black 


SKU: 25AC5158 = 2.02 cece eee oe 37. 


| MoM ELECTRONICS AUDIONIDEO | 
PYLE 


5.25" In-Wall/ 
In-Ceiling Stereo 


Speakers 

°2-Way Stereo Sound 
Speakers °5'4" Midbass 
Speaker ¢ 2" Polymer 
Dome Tweeter ¢150 
Watts Rated Peak Power 
¢Frequency Response: 80Hz~20KHz ¢8 Ohm Impedance 
Includes Cut-Out Template for Easy Installation eCut-Out 
Dimensions: 6%" (W) x 10%" (H) x 2%" (D) eSold in pairs 


_SKU: Color : 
_31AC3800 White 37.00 | 
31AC3801 Black = 


PYLE 


6.5" In-Wall / 
In-Ceiling 
Stereo Speakers 
°2-Way Stereo 

Sound Speakers 

°6'2" Midbass 
Speaker 2" Polymer 
Dome Tweeter #200 Watts Rated Peak Power *Frequency 
Response: 70Hz~20KHz ¢8 Ohm Impedance eIncludes Cut- 


Out Template for Easy Installation eCut-out Dimensions: 7% 
(W) x 11%" (H) x 2%" (D) eSold in pairs 


_SKU: Color ; 
_31AC3802 White 51.00 __ 
31AC3803 Black a 


y, 
PMUE Bluetooth Stereo Amplifier 


Built-in Bluetooth for wireless music streaming ¢Stereo/ 
bridged mode selector *Speaker channel (A/B) selectors 
*Bridge-ability output amplifier "Auto on” function: 
Automatic system activation eConnect external devices: 
TV, computer, MP3 player, etc. *Built-in circuitry protection 
ePower output: 120W x 2 @ 40 eBluetooth wireless range: 
30' 


SKU: 31AC3784...............0.000005 = 


PYIUE 


Compact Bluetooth 
Amplifier 


Built-in Bluetooth for 
wireless audio streaming 
14" headphone jack 
(Doubles as headphone 
amp) ¢3.5mm (AUX) 
input connector jack *Rotary 
knob volume control ¢Bluetooth button 

activation *Speaker input: Banana plug speaker connectors 
*Speaker output: RCA (L/R) connector jacks ¢Short circuit, 
thermal and overload protection ePower output: 50Watt x 2 
@ 80 eT.H.D.: <0.01% @ 30W, <5.0% @ 50W Bluetooth 
version: 4.0 Bluetooth wireless range: 30' 


SKU: STACS796 ... 22s. ce ce cee ee . 


1600 


PYLE 
300 Watt Stereo Receiver 


¢2-Channel Receiver ¢Bluetooth Wireless Streaming Ability 
eAM/FM Radio Digital LCD Display *USB Flash Drive 
Reader *MP3 Digital Audio File Compatibility eAux (3.5mm) 
Input Connector Jack ePeak Power Output: 300 Watt 
eMinimum Impedance: 8 Ohm 


SKU: 31AC3855 .... 2.0.0... eee eee 112.00 


PYIUE 


Indoor/Outdoor Speaker Pair 


System includes two speakers Built-in 2-channel amplifier 
¢Bluetooth wireless music streaming ¢Marine grade IP44 
rating ¢5.25" long throw woofers 1.0" polymer dome 
tweeters *Cone material: PP mica and rubber surround 
°300W rated power ¢Frequency response: 90Hz~20KHz *8Q 
impedance eDimensions: 5.75" (L) x 7.09" (W) x 9.88" (H) 


SKU: 31AC3810.................0.000. —_ 


PME 


In-Wall Audio “Seem 
Receiver/Amplifier O-« 
¢Microphone paging and speaker oie 


control made easy eln-wall audio control 
receiver with built-in amplifier ¢Universal 
gang box/wall plate standard size eCan 
be hard-wired or powered via included PME ioc 
power adapter eAux (3.5mm) input 

Includes: Power adapter and wall plate 

cover e40W x 2 Ch. @ 40 ePower amp 

type: Stereo class-T ¢Minimum load 

resistance: 40 


SKU: Bluetooth 
31AC3878 No oo 
31AC3879 Yes _ 


Compact Phono Turntable Pre-Amplifier 
¢Converts phono signals to line level signals eConnects to 
turntable output bringing phono level up to line level RCA 
(L/R) Input & Output Connector Jacks ¢%" Output Connector 
Jack ePower adapter included (able to use 9V battery also) 


SKU! STACSBSS 2 oc ke ees kee 17.00 


PYLE 


Megaphone with 
Handheld Mic 


eThree modes: Talk, 
siren and music 
eAux (3.5mm) input connector 
jack *Stream MP3 and digital 
audio files *Ability to connect 
external devices (iPhone, Android, 
Smartphone, iPad, Tablet, etc.) 
elncludes plug-in handheld microphone eButton activated 
automatic siren alarm eAdjustable volume control e40W 
max power output ¢Ergonomic pistol grip and lightweight 
chassis Projection range: Up to 1000 square yards 
Battery powered: Requires six “D" batteries, not included 
eDimensions: 8" (dia.) x 13.2" (L) 


SKU: 31AC3833 ................0.0000. 24.00 


PYIWE 


120 Watt Compact 
Bluetooth Amplifier 


Compact and Powerful Mini 
Amp System eBuilt-in Bluetooth 
for Wireless Audio Streaming 
°SD Memory Card & USB zi 
Flash Drive Readers *USB Port 
Doubles as Device Charge Port 
eAUX (3.5mm) Input Connector 
Jack RCA Audio Inputs (L/R) 
¢Power Output: 120 Watt (60 
Watt x 2 @ 40hm) eClass-T 
Digital Amp Circuit Design ePower: DC 12 Volt /2A 


SKU: STAC8B13 «oe eee 48.00 


PYLE® 
PFA220BT 


120 Watts Class T Hi-Fi Audio Amplifier 
W/Btuetooth /Remote/Screen/USB/SD 


Stellar 

Wall Mount Amplifier 

°Class-D amplifier 2 x 35W RMS into 8Q ¢24-bit/96kHz S/ 
PDIF support *S/PDIF, optical and analog line level inputs 
°4-pole speaker detachable screw connector and line level 


RCA subwoofer output eIR learning for basic volume control 
¢Small footprint with mounting options for discreet installation 


SKU: GOV 2920. ceo sds cease ce wenee a taie te wmaeeie ee 


PYLE 


90 Watt Compact Bluetooth Amplifier 
Built-in Bluetooth for Wireless Audio Streaming °%" 
Microphone Input Connector Jack eAux (3.5mm) iPod/MP3 
Input Connector Jack eRCA (L/R)Audio Input Connector 
Jacks eRMS Power Output: 45W x 2 @ 4Ohm eSpeaker 
Impedance: 4-80 eClass-T Circuit Design 


SKU: 31AC3814 ........ eee 39.00 


Stellar@) ® 
‘-Labs™’ phono Preamplifier 
Internal RIAA equalization circuit *RCA input and 


output connections *Ground lug *Dimensions (including 
connectors): 154" (H) x 31%" (W) x 334" (D) 


SKU! 9SW1962... cece deeeeeeedeneeeue 15.19 


MCMeusiow AUDIO 


Combination Microphone/Phono 


Preamplifier 

eL/R RCA RIAA equalized phono inputs eDual 1%" mic 
inputs eL/R RCA phono line level outputs ¢Front panel MIC/ 
PHONO selector S/N ratio: >48dB 


SKU: 9573693 0... ee 16.19 


MP3 Player with FM Tuner 


*Connects to any amplifier input and 
provides stereo FM as well as MP3 
playback *Reads MP3 files from 
thumb drives or SD cards 
¢3.5mm stereo line level 
output ¢3.5mm AUX 
input Pushbutton 
select of FM/MP3/ 
AUX eDigital display 

elR remote control 
eRequires 12VDC, 
150mA, AC adapter 
available separately 


SKU: Description -_ 
26W1565 FM/MP3 player 17.99 
25AC5050 12VDC adapter 3.49 


§ Sherwood’ 


Stereo Receiver with Bluetooth 


eAM/FM stereo tuning with 30 station presets eBuilt-in 
Bluetooth for wireless audio streaming *Large fluorescent 
display elncluded 40 button IR remote control ePower output: 
100W RMS @ 80hm 


SKU! 78V 1960 «ccc sd2 eens code wad a _ 


QFX 


Digital Convertor 
Box HDTV Tuner 


Receive Free Over-the Air Digital TV Signals eDown 
Converts OTA HDTV Signals for use with eStandard- and 
Enhanced- Definition TVs (480i/480p) ¢On-screen Electronic 
Program Guide support eUSB Port (Record TV Program 

to USB Memory, not included) eAntenna In Coaxial *HDMI 
Output eTV Out Coaxial RCA Video Out ¢RCA Sound Out 
Remote 


SKU: 31AC3160 .................0..000. 34.99 


QFX 


3-Speed Vinyl 
Turntable 
°3-Speeds turntable 
Vinyl playback 
°Ceramic stereo 
cartridge with stylus 
*Semi-Auto stop 
eManual return tone arm 
¢Belt-Driven turntable 
mechanism *RCA 
Output ¢45 RPM adapter 
°3 Speeds: 33.3, 45, 

78 RPM eExternal 

AC adapter ePower 
Consumption: 10W 


SKU: 31AC4261................0..00. —_ 


Distributed Audio Stereo Receiver 

Up to four pair of speakers may be driven directly from this 
unit eIndependent selection of any or all pairs *IR remote 
control ¢Power output: 7OW RMS x 4 (80hm), 100W RMS x 
4 (4ohm) eMfr. #RX-5502 


SKU: 62M9896.................0..0.0. _ 


CO) satiotechnicn: 


Belt-Driven 
Professional 


Turntable 

°33'4 and 45RPM 
speed selectable eDual 
magnet phono cartridge 
*Switchable phono preamp 
with RCA output 

Mfr. #AT-LP6O 


SKU: 74R1969 ... 5 oie cede ce eine dee se oo 


MCM ELECTRONICS AUDIO/VIDEO 


QFX 


Portable 
Bluetooth 
Sound Cylinder 
eLED Disco Light eFM 


Radio *USB/Micro-SD (Supports MP3 format) 
eAux-in Remote Control 


SKU: 31AC3080.....................00. oo 


QFX 


AM/FM and 
Shortwave 
Radio with 
USB/SD 


eHigh Sensitivity 
Receiver 
Earphone Jack 
3.5mm eAntenna 
Batteries not 
included 


SKU: 31AC3437..............0.000008. 24.99 


QFX : 


AM/FM Shortwave 
Radio with 
Cassette to MP3 


Conversion 


Built-In Speaker ¢3 Band EQ 
¢Stereo Earphone Jack 3.5mm *AC Power Supply: 
120-220V 50-60Hz DC Power Supply: 4x D Batteries 
Batteries Not Included 


SKU: 31AC3438 ..............0..0.000. oo 


QFX 
Portable DVD Multimedia 


Player 9" Screen 
Compatible with: eDVD/CD/ 
VCD/SVCD/MPEG/MPEG2/ 
JPEG/WMA/MP3/MP4 e*USB/ 
SD/MS/MMC Card 
Reader *Support 

AV In/Out @Built-In 
Rechargeable Lithium 
Battery eIncludes: UL Approved AC Adapter 110-240V 
eEarphones *AV Cables Included Remote Control 


SKU: 31AC3795 ..............0.000000. —_ 


QFX 


USB Bluetooth Receiver with Microphone 


¢Make any device with USB port for playing music a 
Bluetooth device *No Additional Drivers or Software 
Necessary Bluetooth technology supports high-fidelity audio 
and A2DP for stereo music streaming 


SKU: 31AC3083 ...................000. _ 


QFX 


15.6" LED 
TV with 12V 


Car Adapter 
eBack Light LED 
eAspect ratio 16:9 
eSupports 1080P eAnalog TV “ 

Video System NTSC eAnalog TV Sound System M/MTS 
Digital TV Tuner ATSC #Multi-Language OSD *V-Chip 
eHDMI Ports 


SKU: 31AC4262 


| MCM ELECTRONICS AUDIO/VIDEO 


MCMwupo saiger" 


4" Full Range Paper Cone Speaker 


elmpedance: 8 Ohm eVas: 1.47liters eSPL: 86dB RMS ; 
i i elmpedance: 8 Ohm °Vas: 1.84liters eSPL: 85dB *RMS 
sce ia sFrequency Response:'100 to 10,000Hs power: 40Watts eFrequency Response: 94 to 10,000Hz eFs: 


SKU: 95Y2938......---- eee eeeeeeeeees 901 MCMwwoi0 sagcr" peep 


SKU: GOV 2944 a. oicce iat d praeee eyate deed se 4.24 
8" Full Range Dual Cone Speaker ; 
elmpedance: 8 Ohm eVas: 29.38liters SPL: 89.3dB eRMS 
power: 60Watts eFrequency Response: 53 to 13,000Hz ¢Fs: 
52.8Hz 


SKU! 99V2941 voces ia hea es oo 


4" Woofer with Foam Surround 


MCMwwupo saizcr" 


5" Full Range Monitor Driver 

ePaper cone °17.7 oz. magnet Sensitivity: 91dB (W/M) 
elmpedance: 80hm eFrequency response: 80Hz~15KHz 
eTreated cloth accordion surround *Overall frame diameter: 
5.18" eRequired cutout: 4.21" ¢Mounting depth: 2.52" 


SKU! 1101076 oc: tit siete ce nea pecan 8.99 


elmpedance: 8 Ohm eVas: 1.98liters eSPL: 87dB *RMS 
power: 70Watts eFrequency Response: 90 to 8000Hz °F s: 
90Hz 


SKU: 99Y 2945 |... eee eee ete ee eee a= 


MCMwwupo saiscr" 


10" Poly Cone Woofer with Rubber Surround 
elmpedance: 8 Ohm eVas: 42. \liters SPL: 84.8dB eRMS 
power: 80Watts eFrequency Response: 39 to 4000Hz eFs: 
39Hz 


UE) 4 ae 17.47 
MCMuwoi0 sauscy MCMiwaio sazcr" 
6.5" Full Range Dual Cone Speaker 6.5" Poly Cone Woofer with Rubber 
elmpedance: 8 Ohm eVas: 4.14liters *SPL: 87.3dB eRMS Surround 
power: 50Watts Frequency Response: 60 to 12,000Hz °Fs: 
60.3Hz elmpedance: 8 Ohm eVas: 7.54liters *SPL: 86.4dB ¢RMS 


power: 60Watts eFrequency Response: 73 to 3000Hz Fs: 
72.7Hz 


SKU: 95V294G «2c. eis diate eels Sadia tates 8.21 


SKU! 952940. oct ec ctees es eee eda eae oo 


TM 


8" Two Way Weatherproof Speaker MCMiun0 sizcr" Mi UDIO SELEGT™ 

Perfect in any full range application ¢Great for use with oo = ze = 

ceiling grills or 0.25 cu ft sealed enclosures *Rubber surround 12" Poly Cone Woofer with Rubber Surround 8" Poly Cone Woofer with Rubber Surround 
*200z. magnet ©1” titanium tweeter ¢Power Capacity: 80W elmpedance: 8 Ohm Vas: 53.3liters ¢SPL: 85.8dB *RMS elmpedance: 8 Ohm °Vas: 19.35liters ¢SPL: 85.4dB eRMS 
RMS *Frequency response: 50H2~20KHz elmpedance: 4ohm power: 100Watts eFrequency Response: 39 to 3000Hz *Fs: power: 65Watts eFrequency Response: 55 to 3000Hz °Fs: 

*Overall frame diameter: 8" Required cutout: 7.5" 39.3Hz 54.7Hz 

SKU: 62X7617 .. 60... soe SKU OSV 2948 ic cken ce id aw ne wee we kes 21.31 SKU: SSV2947 caine cakadens amece ne dame 9.32 


1602 


KB Series 4" Woofer 


¢Cone Material: Paper/Kevlar blend ePower Handling (RMS): 
30 Watts elmpedance: 8 Ohm eResonant Frequency (Fs): 
71.2 Hz Sensitivity (SPL): 87.3 dB 


SKU: OSY2983 2.0 cc cc ev ce eeeetentevend 24.99 


MCMwupo saigcr" 


KB Series 3" Woofer 


*Cone Material: Paper/Kevlar blend ePower Handling (RMS): 
20 Watts elmpedance: 8 Ohm eResonant Frequency (Fs): 
100.7 Hz *Sensitivity (SPL): 82.4 dB 


SKU! 95V2982) oo eee chen eae nee 19.99 _ 


MCMwun10 saucy" 
KB Series 6.5" Woofer 


¢Cone material: Paper/Kevlar blend ePower handling (RMS): 
60 Watts elmpedance: 8 Ohm eResonant frequency (Fs): 
42.6 Hz *Sensitivity (SPL): 87.1 dB 


SKUP OSV 2995 5c ican cd cede eee neds wax 34.99 


MCMiun0 sascy" 
1" Aluminum-Dome Tweeter with Large 


Flange 

elmpedance: 6Q *Power Handling (RMS): 50 Watts 
Sensitivity: 91+ 2 dB eFrequency Response: 900Hz~20KHz 
eMagnet Material: Y35 Ferrite 


SKU: 84Y8044..............---------- 18.99 


RoAWFAUDIO SELECY™ 

1" Aluminum-Dome Tweeter with Small 
Flange 

elmpedance: 6Q *Power Handling (RMS): 40 Watts 


Sensitivity: 88+ 2 dB eFrequency Response: 
1475Hz~20KHz eMagnet Material: N35 Neodymium 


SKU: 84Y8041 o.oo eect. ce ete Hee 14.99 


AUDIO SELEGY™ 


1" Silk-Dome Tweeter 

elmpedance: 6Q ePower Handling (RMS): 50 Watts 
Sensitivity: 91+ 2 dB eFrequency Response: 835Hz~20KHz 
eMagnet Material: Y35 Ferrite 


SKU: B4YB042 ow ee. sc cceie ce eine eatshe see oo 


MCMiunyio saizcr" 


1" Titanium Dome Tweeter 

Power capacity: (OW/120W RMS/peak @ 80hm 
Frequency response: 1.5KHz~20KHz *Required cutout: 274" 
Depth: 2" eOverall diameter: 3/4" 


SKU: 84RB798 .. sce cake ae cee vas = 


MCM ELECTRONICS AUDIO/VIDEO 


5%" Aluminum Cone Woofer 

elmpedance: 8 ohms *Wattage (RMS): 30W Free air 
resonance: 45Hz eSensitivity: 88 dB eFrequency range: 
45~12000Hz *Xmax: 3.5 mm eVas: 14.54 L eLE: 0.72 mH 


SKU: 25AC5166....................0.0. f= 


AUDIO SELECT" 
5%” Die-Cast Woofer 


eldeal for compact two-way cabinets, in a vented or sealed 
enclosure eAluminum cone with rubber surround Power 
capacity: 30W/60W (RMS/peak) at 8ohm *Frequency 
response: 45Hz~12KHz *Required cutout: 474" 


SKU! PARDOTT 2 oe deere ins a cadedes ns 


4" Full Range Monitor Driver 

Perfect for compact monitors eAluminum cone with 
rubber surround *Power capacity: 50W/100W (RMS/peak) 
Frequency response: 65Hz~17KHz *Required cutout: 37" 


SKU: 74RS076 22.22 eee eee es 12.99 


MCMwwun10 saucy" 
4" Shielded Aluminum Cone Woofer 


eHome theater and automotive mid/woofer ¢Optimized 

for vented enclosures *Aluminum cone *Rubber surround 
Power capacity: 20W/40W RMS/peak *Sensitivity: 86dB 
(W/M) elmpedance: 80hm ¢Mounting: 4.13" (pincushion) 
overall frame diameter, 3.66" required cutout, 2.80" mounting 
depth! 


SKU: 8808876 


| MCM ELECTRONICS AUDIO/VIDEO 


MCMiunio scr" 


Professional Woofers 


Treated paper cone, accordion surround elmpedance: 8ohm 


SKU: Size RMS/Peak Response 

~80R7001 8" 100W/200W 65Hz~4.5KHz 12.31 | 
~80R7001 10° 125W/250W 38Hz~3KHz 12.31 

~80R7002 12° 175W/350W 38Hz~2.5KHz 19.15 

~80R7003 15° 200W/400W 32Hz~2KHz 22.38 

~80R7005 18° 300W/600W 27Hz~3KHz 62.99 | 


MCMiuio scr" 


4 Ohm Paper Cone Woofers 


Power Operating 
SKU: Size Handling Bandwidth 
~43W7867 8" 1OOWRMS 70Hz~4KHz 13.65 
~43W7867 10° 125WRMS 65Hz~3KHz 13.65 
~43W7869 12" 175WRMS 65Hz~3KHz 2445 _ 
~43W7870 15" 200WRMS  50Hz~2.5KHz 30.67 | 


MCMiun0 saci" 
Heavy-Duty Die Cast Professional Woofers 


¢Non pressed paper cone, accordion cloth surround 
elmpedance: 80hm 


SKU: Size 
“9379127 12" 
9379128 15" 


RMS/Peak Response 
350W/700W 45Hz~3KHz -- 
400W/800W 45Hz~1.5KHz --- 


1604 


MCMuyo sacr" 


Die Cast Professional Woofers 


Treated paper cone, accordion surround Impedance: 80hm 


SKU: Size RMS/Peak Response 
~80R7006 10° 1O0O0W/200W 52Hz~4KHz 23.89 _ 
80R7007 12" 175W/350W 48Hz~3KHz 28.31 
80R7008 15° 200W/400W 32Hz~3KHz 54.85 _ 
~80R7008 18° 300W/600W 45Hz~3KHz 54.85 _ 


MCMuio scr" 


4 Ohm Poly Cone Woofers 


Power Operating 
SKU: Size Handling Bandwidth 
~43W7871 6.5" 50WRMS  60Hz~8KHz 8.73 
43W7872 8° 70WRMS 65Hz~6KHz 9.75 
43W7872 10" 100WRMS 50Hz~5KHz 9.75 
~43W7874 12" 120WRMS  50Hz~4KHz 17.41 
~43W7875 15° 200WRMS 50Hz~3KHz 26.06 


MCMiuio saucy" 


Die Cast Professional Woofers 


Treated paper cone, accordion surround ¢Impedance: 80hm 


SKU: Size RMS/Peak Response 

1377693 10° 200W/400W 35Hz~3.5KHz 37.13 _ 
1377693 12° 350W/700W 30Hz~3.2KHz 37.13 
1377695 15° S5O0W/1000W 30Hz~2.5KHz 68.17 _ 
1377696 18" 700W/1400W 30Hz~2.5KHz 139.28 


Speaker Terminal Cup 
Perfect for the recessed 
mounting in the rear of 
most speaker systems. 
Gold plated binding posts 
are mounted to a black 
textured ABS cup, and 
accept banana plugs, 

bare wire up to 12AWG or 
large spade terminals. Rear 
connections are solder type 
and will also accept “%s" female 
quick disconnects. Dimensions: 
*Overall diameter: 4/4" *Required 
cutout: 3" *Mounting depth: %" 


SKU: G3MOGIO =. ce oie cis See eee 


Gold Plated Speaker Terminals 

eHigh powered speaker terminals for use with heavy—duty 
speaker wire ¢Made of high-quality plastic construction 
Gold plated binding post eAvailable in round, square and 
rectangular bi-wire with bridge 


Fig. SKU: Type — 

A__ 3808875 Square 2.24 _ 

B 3808876 Bi-wiring/Bridge 4.87 
0303916 39¢0940 


Gold Plated Banana Plugs 
Dual banana plug screw type 
_SKU: 

0303916 


3900940 5.97 


MCMiun10 sxuzcr" 
Black Speaker Grill Cloth 


Acoustically transparent grill cloth allows easy repair of 
existing speakers, or adds that finishing touch to custom built 
enclosures. Dimensions: 35" x 60". 


ORO SIMIIGT 2.4 vaikis kein Cake cece mame 25.56 


pyNaVox. 
res oe eel 


1" Soft Dome Tweeter 

Driver diameter: 1%" elmpedance: 6 Ohm ePower handling 
(RMS): 60 watts eFrequency range: 2,000 - 20,000 Hz 
Dome material: Silk 


SKU! 78V 7657 000... cece eee 35.99 


pyNaVox. 
Ey 
3.5" Full Range Speaker 


Driver diameter: 3.5" elmpedance: 6 Ohm *Power handling 
(RMS): 20 watts eFrequency range: 80-20,000 Hz eCone 
material: Treated paper 


SKU! 1ON1606 2. iehccceeeatan eden en = 


pynaVox. 
eae 
4" Full Range Speaker 


Driver diameter: 4" elmpedance: 6 Ohm ePower handling 
(RMS): 20 watts eFrequency range: 50-20,000 Hz eCone 
material: Treated paper 


SKU TEV 1607 «ojos sect c cane enn nte bee 19.62 


pynaVox’ 
—_E a 
5.25" Poly-Carbon Midbass 


Driver diameter: 5.25" elmpedance: 8 Ohm ePower handling 
(RMS): 60 watts eFrequency range: 50Hz~12KHz *Cone 
material: Polypropylene-coated carbon 


SKU: TEV 7000 «22:56 a0 e we de we ke wkd we 22.99 


pynaVox 
aay 
5" Honeycomb Mid-Woofer 


Driver diameter: 5" elmpedance: 6 Ohm ePower handling 
(RMS): 60 Watts eFrequency Range: 55Hz~3.5KHz eCone 
material: Sandwiched Glass fiber in a honeycomb pattern 


SKU! 78Y 7661) «.. cates icine caitse cee dale ae 49.99 


pynaVox 
| 
6" Honeycomb Mid-Woofer 


Driver diameter: 6" elmpedance: 6 Ohm ePower handling 
(RMS): 60 Watts eFrequency Range: 55Hz~4kHz *Cone 
material: Sandwiched Glass fiber in a honeycomb pattern 


SKUP TOY 7662 2 ccc eevee eseeestersed aes 54.99 


pyNAVox: ) 
mums 5.25" 8 Ohm Driver 


Driver diameter: 5.25" elmpedance: 8 Ohm ePower handling 
(RMS): 80 watts eFrequency range: 55-5000 Hz eCone 
material: Polypropylene coated mica 


SKU: 78Y 7663... osc cscs eae ees e sae 46.99 


pynAVox. 
=a 


6.5" Poly-Mica Woofer 


Driver diameter: 6.5" elmpedance: 6 Ohm ePower handling 
(RMS): 60 watts eFrequency range: 55Hz~5KHz eCone 
material: Polypropylene coated mica *Round frame 


SKU! TOVIGG8 os cs acta a icewnad ean denmenes 49.99 


MCM ELECTRONICS AUDIO/VIDEO 


4" Select Series Paper Cone Woofer 


¢Stamped steel frame with profile lip Designed for front 
mounting or countersinking ¢Coated paper cone *Smooth 
frequency response and linear roll-of *Cone material: Coated 
paper Surround material: Rubber eBasket material: Steel 
¢Magnet material: Ferrite elmpedance: 8 ohm eFS: 86Hz 
°SPL: 86dB *RMS: 40W 


SKU: 84Y8065 .-. 2. ke ee ee eee = 


8" Select Series Paper Cone Woofer 


¢Stamped steel frame with profile lip Designed for front 
mounting or countersinking ¢Coated paper cone *Smooth 
frequency response and linear roll-of *Cone material: Coated 
paper *Surround material: Rubber eBasket material: Steel 
eMagnet material: Ferrite Impedance: 8 ohm ®FS: 38Hz 
°SPL: 87dB *RMS: 9OW 


SKU: 84Y8071....................000. —_ 


e 
© seavewr 


Air Motion Tweeter with Round Aluminum 
Flange 


¢Beautiful aluminum faceplate eWonderful high-frequency 
extension @Di-pole design ®Power handling (RMS): 60W 
elmpedance: 4 ohm eSPL (1W/1M): 91 dB *Fs: 2500 Hz 


SKU: 84Y8040...2 2 cee eae ee _ 


= MCM ELECTRONICS AUDIO/VIDEO 


j = 
PMUE 

Auto MP3 

Player with FM we 

Transmitter and USB 

°FM transmitter USB port for charging 


eSupports USB flash drive and 3.5mm Aux-In eLCD 
display screen Connects to car 12V Port (cigarette lighter) 


SKUP47Y5B98 oo ete ees cee ee “9.00 


a 


: Marine Audio System Package 
MCM. SUS OM] ANU] WK) en s x ir eee das led usa make 
. rade Waterproof Construction *Full Range Stereo Soun 
8" Marine Wakeboard Two-Way Speaker Reproduction °2-Way Dual Cone Speakers *RMS Power: 
Pair 75W #4 Ohm Impedance eDigital Audio File Compatibility: 


MP3, WMA eMaximum USB Flash Support Size: 32GB eCD 


eDesigned for mounting on a boat's wakeboard tower or Support: CD, MP3 CD, CD-R, CD-RW 


any suitable tube or rail 1'%"~1¥" (dia.) Poly cone woofer 


with rubber surround and 1" titanium dome tweeter ¢Power SKU: 31AC3825 .....................008. os 

handling: 130W/260W (RMS/max) @ 4ohm eFrequency " 

response: 30Hz~20KHz Sold in pairs IPS IL Ee 
SKU: Color : 
3270655 White 62.34 Auto MP3 Player with FM 


3270655 Black 62.34 Transmitter, USB, SD 
Built-In 206 channel FM 
modulator *USB flash and 
micro SD card reader 
eAUX input (3.5mm jack) 
°Selectable EQ settings 
eWireless full function remote 

control eLarge LCD screen display with large controls 


SKU: 47Y9896 oo. ecg cae ewe seen es — 


PME 

Waterproof 4 Channel Marine Amplifier 

4 x 200 Watts max at 4 Ohm @RCA line input with 3.5mm- 
to-RCA adapter eIncludes waterproof poly bag with 3.5mm 
jack eAdjustable High/Low level inputs *Power protection 

circuitry *Remote control for volume gain eBlack 


SKU: 79NS5B1. 2. ce cece weer eee eve eens 50.00 


MCMeusiom AUDIO 


6/2" Marine Wakeboard Two-Way Speaker 


30A High-Current Circuit 


Pai Breaker 
alr : eAuto resetting circuit breakers For 
eDesigned for mounting on a boat's wakeboard tower or use with 13.8VDC 
any suitable tube or rail 1'/"~2" (dia.) ePoly cone woofer 
with rubber surround and 1" titanium dome tweeter ePower SKU: 47Y5895 ........---- eee eee eee 9! = 
handling: 100W/200W (RMS/max) @ 4ohm *Frequency iL 
response: 40Hz~20KHz ¢Sold in pairs = 
SKU: Color Bluetooth FM Transmitter 
3270653 White 46.50 . Built-in Bluetooth Technology ®Built-in Microphone for 
Hands-Free Phone Calls USB Flash and Micro SD Card 
s2T065¢ Black aac Readers *AUX Input (3.5mm Jack) for Connecting Additional 
Devices ¢Full Frequency FM Transmitter: 87.5~108MHz 
eHands-Free Mode Automatically Switches To *Incoming 
Calls When Playing Music ¢USB Port For Charging Your 
Devices (Output: DC 5V/2.1A) eSupports 12-24V Via Car 


Cigarette Lighter Includes Remote Control and 3.5mm 
Cable 


SKU: STAC8 786.24 cece gees ate cdscwneeneae oo 


« verd 


Red/Blue Label Automotive Woofers 


Poly cone woofers are available in red or blue, to suit 
individual automotive design taste. They are perfect in sealed 


IDO or vented enclosures. Features: ¢Electroplated polypropylene 
MCMeusiou ANU DVO cone eWide rubber surround eRed/blue plated steel basket 


Marine Speaker Pair (to match cone) ¢2" high temperature 4ohm, kapton voice coil sale 

Perfect for boats or other high moisture environments (10° models are 1.5") *Vented and bumped back plate 

Single pieces molded white ABS frame and grill ePoly cone SKU: Model # Color Size 

woofer with titanium dome tweeter eSold in pairs 95K6570  PLWIORD Red 70" _ Marine Bluetooth Stereo Unit 
SKU: Size Power Capacity 95K6571 — PLW12RD Red 12" = eWaterproof ¢Bluetooth wireless music streaming ¢Aux input 
83X8384 5" 40W RMS Peas 12M0121 PLW10BL Blue 10" 20.00 elncludes radio cover eHigh power 4 x 25W 
83X8384 6° 60W RMS = 12m0122  PLW12BL ~—~Blue 12" 28.00 SKU? 53Y1218stiss cacine alee ea geielge aise — 


Visit newark.com for full list on all of the products 


8" Poly Cone Woofer 


*Optimized for sealed enclosures *70W/140W RMS/ 
peak Polypropylene cone, rubber surround 20 oz. magnet 
elmpedance: 80hm *Response: 50Hz~6KHz 


SKUSS8OR1010 200-02 centage ead 2 9.75 


10" Poly Cone Woofer 

eldeal for sealed or vented enclosures ®100W/200W RMS/ 
peak Polypropylene cone, rubber surround 20 oz. magnet 
elmpedance: 80hm *Response: 50Hz~SKHz 


SKUSBORTON = s.2:d2:ne de ane Bade eee 12.35 


12" Poly Cone Woofer 


eldeal for sealed or vented enclosures ¢120W/240W RMS/ 
peak Polypropylene cone, rubber surround ¢24 oz. magnet 
*lmpedance: 80hm *Response: 50Hz~4KHz 


SKU! SOR1012 i006 ode ecieieee oars 17.53 


15" Poly Cone Woofer 


eldeal for sealed or vented enclosures ®200W/400W RMS/ 
peak Polypropylene cone, rubber surround ®40 oz. magnet 
elmpedance: 80hm *Response: 50Hz~3KHz 


SKU SORIO1S « 24.cccccdaeieeenk vedere 28.43 


Piezo Horn Tweeter 


eVery commonly used tweeter in musical instrument, sound 
reinforcement and DJ speaker systems ePerfect for direct 
incorporation into multi tweeter arrangements *Power 
capacity: 75>W/150W RMS/max Frequency response: 
2KHz~20KHz *Mounting flange dimensions: 3%" x 3%" 
Required opening: 3/4" diameter *Depth: 3” 


SKU 9GK11492 ccc. cases cian Seanad ate ee Bae 1.73 


3" x 7" Piezo Horn Tweeter 


eVery commonly used tweeter in musical instrument, sound 
reinforcement and DJ speaker systems @Rectangular horn 
lens provides wide dispersion, ideal in sound reinforcement 
applications elt is perfect for direct incorporation into multi 
tweeter arrangements *Power capacity: 75W/150W RMS/ 
max *Frequency response: 2500Hz~25KHz Mounting 
flange dimensions: 3%" x 7%" *Required opening: 2/" x 6/4" 
eDepth: 4" 


SKU: 96K1148 286 ci sie orescence Sarees 2.13 


Piezo Horn Tweeter 


°50W/100W (RMS/peak) 
°Frequency response: 50KHz~20KHz *Mounting depth: 214" 


eRequired cutout: 2%" eSold individually 
SKU: 74RS075 «02.2 ene cccese cece cee ee se 1.34 


1.35" Titanium Compression Tweeter Driver 
Perfect for use with a wide variety of horn lens styles 
°150z. magnet *200W RMS power capacity Titanium dome 
1.35" voice coil elmpedance: 80hm *Frequency response: 
1.5KHz~20KHz Mount style: 1%" x 18TPI threads 


SKU CORTON G ics in Cake Calis dans delae Sa 28.43 


MCM ELECTRONICS AUDIO/VIDEO 


Aluminum Bullet 


= Horn Tweeter 


°3.75" aluminum horn ¢1" super tweeter 20 oz. magnet 
structure ¢1" high temperature kapton voice coil ¢Ferro fluid 
enhanced voice coil ¢150W eSensitivity: 98dB *Frequency 
response: 2~25KHz eMylar crossover capacitor included 
¢4~80 impedance ®3.75" (dia.) ¢2" mounting depth *Weight: 
2.59 lbs. eSold in pairs 


SKU: 31AC3798 ..............0.000000. oo 


PDBT23 


tb 


Die-Cast Titanium 
7 Super Tweeter 


Die cast plastic frame *180W °40 impedance *Frequency 
response: 3~18KHz @Sensitivity: 98 dB/w/m *Weight: 1.95 
Ibs. Sold individually 


SKU STACS 243 cco ccd ccs ee sdeaaesistyatnceadeasermr aad oo 


PME Sipe Bullet Tweeter 


¢Diaphragm material: Titanium ®Voice coil size: 1" (25.4mm) 
elmpedance: 40 eSensitivity: 100db/W/M *Frequency 
response: 3~20KHz ®Rated power input: 150W *Magnet 
weight/type: 12 oz. ferrite magnet Baffle material: ABS + 
PSF eWeight: 2.1 lbs. *Sold individually 


SKU: 31AC3799 ..............0.000000. = 


Titanium Super Tweeter 


1.5" titanium super tweeter Die-cast aluminum frame 
°250W 40 impedance *Frequency response: 2~25KHz 
Sensitivity: 106dB/w/m #30 oz. Magnet structure Weight: 
3.4 lbs. Sold individually 


SKU: 31AC5244 ..... 0.2... eee oe 


4 MCM ELECTRONICS AUDIO/VI 


HDTV Bowtie Antenna 


eEngineered to receive UHF 
signals for digital and high 
definition TV broadcasts ¢Stacked dual bay 

bowtie design provides wider pickup pattern eFrequency 
range: 460~862MHz (covers all digital channels) Maximum 
gain: 8dB eMaximum front/back ratio: 22dB eHorizontal 
beam width: 60° elmpedance: 75o0hm, female “F” connector 
eHeight: 15.75" 


SKUPSSWI7AT 2c enact wee eee et acnd 12.11 


Stellar 
@xans* Quad Bay 
Outdoor UHF/HDTV Bowtie Antenna 


Compact and easy to assemble high gain outdoor directional 
antenna is engineered to receive UHF signals for digital and 
high definition television *Bowtie design provides wider 
pickup pattern, ideal when channels are not all in the exact 
same direction *Heavy duty construction with rugged mast 
clamps and associated hardware *Nominal range: 80~90 
miles ¢Maximum gain: 25dB 


SKU: 25AC5067 ........................0. 49.28 


Stellar®) ans® 


Quad Bay Outdoor 
UHF/HDTV Bowtie 


Antenna 

Compact and easy to assemble 
directional antenna is engineered 
to receive UHF signals for digital 
and high definition television 
¢Bowtie design provides wider 
pickup pattern, ideal when 
channels are not all in the exact 
same direction *Heavy duty 
construction with rugged mast 
clamps and associated hardware 
eNominal range: 60~70 miles 
Frequency range: 460~862MHz 
Maximum gain: 14dB 


SKU: 25AC5066 .......................... 40.10 


Mi 


. 


“4 Ah’ ARES 4) (me. 
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Stellar@) Labs® 
Complete UHF/VHF Antenna Kit 


*Outdoor antenna is engineered to receive UHF and VHF 
signals for digital and high definition television ¢Frequency 
range: 174~230, and 470~862Mhz @Gain: 4-7dB (VHF) 
7.5-12dB (UHF) ¢Maximum front/back ratio: 7-12dB (VHF) 
10-16dB (UHF) *Horizontal beam width: 80° (VHF) 50° (UHF) 
elmpedance: 750hm eLength: 31.9" 


SKU! T1Y5AG8 2.0 ieee cette dialee dale a ae 288195 


Stellar®) ans® 


UHF/HDTV 
Outdoor Antenna 


Highly rugged, 15 element directional antenna 
*Corner Yagi design °Triple boom for exceptional 
gain ¢Frequency range: 460~862MHz (covers all digital 


channels) *Maximum gain: 13dB *lmpedance: 75ohm, female 


“F" connector *Overall length: 24" 


SKU SSWI199, ccciteis vada ee na egeele dad eat 29.87 


Stellar@)| ans® 


Fringe UHF/HDTV Outdoor 
Antenna 


Highly rugged, 27 element directional antenna ¢Corner Yagi 
design Triple boom for exceptional gain *Frequency range: 
460~862MHz (covers all digital channels) ¢Maximum gain: 
15.5dB max elmpedance: 750hm, female “F" connector 
Overall length: 42" 


SKU: 74R4979.. 1 ees 26.19 


Stellar@) 1ahe® \ | 
Deep Fringe UHF/HDTV 
Outdoor Antenna 


*Highly rugged, 70 element directional antenna *Corner Yagi 
design Triple boom for exceptional gain *Frequency range: 
460~862Mhz (covers all digital channels) Maximum gain: 
18dB elmpedance: 75ohm, female “F” connector ¢Overall 
length: 56" 


SKU SOW274D Soi sitesi e ic avnceiraramedle whee 35.20 


Stellar®@) ans® 


Fringe VHF/UHF/HDTV 
Outdoor Antenna 


Highly rugged, 27 element directional antenna ¢Corner Yagi 
design *Triple boom for exceptional gain *Frequency range: 
174~230MHz and 460~862MHz ¢Maximum gain: 14dB UHF, 
10dB VHF elmpedance: 75ohm, single female “F” connector 
*Overall length: 43" 


SKU: 88W2140... 00.00... eee 33.88 


Stellar @) Labs® 
Fringe VHF/HDTV Outdoor Antenna 


eRugged eight element directional antenna eTriple element 
reflector for exceptional gain *Frequency range: 174~230Mhz 
*Maximum gain: 12dB elmpedance: 75ohm, female “F” 
connector @Overall length: 60.5" 


SKUZABYB1AT e.cse.6 ccc bc tie ee ee ad ape eee 1GLOT 


Stellar®) ahs® 


Outdoor Directional 
VHF Fringe Antenna 


*Outdoor antenna is engineered to receive VHF signals 
Frequency range: 174~230MHz Gain: 10-14dB Maximum 
front/back ratio: 12-17dB *Horizontal beam width: 48° 
elmpedance: 750hm “F-connector” *Length: 82.7" 


SKU: 71Y5462 .. 0.0... ee eee ee es 50.61 


Outdoor Directional UHF Yagi Antenna 
*Outdoor antenna is engineered to receive UHF signals 
eFrequency range: 470~862MHz @Gain: 10-14dB *Maximum 
front/back ratio: 12~17dB ¢13 of elements ¢lmpedance: 
75o0hm “F-connector” eLength: 50.6" 


SKU? 72Y254l ecco s does teeters 43.07 


Outdoor Directional UHF Yagi Antenna 

Highly directional for extended range ®Yagi corner reflector 
design for higher gain and increased front to rear gain ¢Gain: 
14~16dB *Maximum front/back ratio: 15~26dB ¢24 elements 
elmpedance: 750hm “F-connector” *Length: 87.2" 


SKU: 72Y 2542 soci. ciaciye Saiace wackys seays ease DEOL 


Visit newark.com for full list on all of the products 


Complete Omnidirectional Antenna Kit 
Typical range 20~30 miles Covers actual VHF 2 ~ 13, FM 
radio and all UHF channels eComplete kit includes mounting 
hardware and 50' of cable 


SKU CAV 1982 5c 3 ccccacwansne raecnumana ns 57.00 


Channel Master’ 


Indoor/Outdoor Omnidirectional HD Antenna 
*Reception range: 35 miles indoor, 50 miles outdoor 
eFrequency range: 174 to 216 MHz, 470 to 700 MHz Gain: 
VHF/UHF 5-8dB min eMultiple mounting options ¢Size 
(LxWxH): 13.38" x 11.25" x 1.5" 


SKU BI W9149 ois ccc lctc agendas nd ne aa ee 


| : —— 
Stellar@) ahs® 
Directional Outdoor FM Antenna 


Perfect for receiving those elusive distant stations 
elncludes mounting hardware for connection to existing mast 
eFrequency range: 87.5~108Mhz ®Forward gain: 7dB e“F" 
connector Length: 66" 


SKU: S7W3565... cv cece cue nee erneuend 41.73 


Stellar@) Labs® 
Outdoor Omnidirectional FM Antenna 


Provides outstanding reception for all broadcast FM stations 
including HD radio *Fully assembled eRound dipole design 
©360° pick up pattern eFrequency range: 87.5~108MHz 
Maximum gain: 4dB elmpedance: 750hm, female “F" 
connector eDimensions: 17.75" diameter 


SKU SOW7144 ok care vieedeekawae dares 14.24 


Antenna Rotator with IR Remote Control 
°One-piece cast aluminum housing *Heavy duty rotor motor 
eDurable powder coat paint finish eBuilt-in steel thrust 


bearings Compatible with most universal remote controls 
eMfr. #CM-9521A 


SKU: B7W91638... oo en cece cetene eate eee a! _ 


Stellar®) ans® 
Indoor HD Television Antenna 


Suction cup bracket is perfect for attaching to windows or 
other smooth surfaces eln-line 25dB signal amplifier *Also 
great for FM reception ¢Frequency range: 87.5~230MHz 
and 470~862MHz ePower requirements: 12VDC, 50mA, 
AC adapter included eDimensions (excluding base): 5" (H) 
x9" (W) 


SKU: 29X0161 occ sve aeecewea wa ewan 9.84 


Flat Black 
HD Antenna 


Receives local digital TV 
broadcasts and FM radio 
signals *360° reception patented technology 
eliminates constant adjustment eEnhances 
reception by amplifying weak signals with a built-in 

ultra low noise amplifier ¢Can be hung on a wall or lie flat 
°Coax cable included eMfr. #ANT1450B 


SKU: 14R4104 ooo cee ee Slee eae sees 49.99 


25dB RF Signal Amplifier 


eBandwidth: 50~860MHz eFor indoor use only *Operates on 


12VDC, 200mA (adapter included) 
4 by AR 11.99 


MCM ELECTRONICS AUDIO/VIDEO 


Stellar@) Lahs® 
Frequency Agile ATSC RF Modulator 


eHigh performance yet cost effective digital television RF 
modulator accepts HDMI input up to 1080p *Selectable UHF 
output from CH14~CH69 *Simple menu control with front 
panel LCD display eUSB input for playing AVI or MOV files 
eMay be combined with existing RF antenna feed HDMI 
input with loop output for local monitor eF connector output 
with loop input eDimensions: 1%" (H) x 9%" (W) x 4%" (D) 


SKU: 84Y7983 2. 22 ee eee = 


Stellar ©) 

© Labs® 
High Definition Television Tuner 
*HDMI, component, composite and coax outputs *Output 
resolution up to 1080i eOn-screen program guide ¢39 button 
IR remote control included eSelectable 12VDC coax power 
on the antenna input 


SKU! T8X3283 2. acc eccawawandcawaewedd 55.36 


Digital Convertor Box HDTV Tuner 

eReceive Free Over-the Air Digital TV Signals Down 
Converts OTA HDTV Signals for use with ¢Standard- and 
Enhanced- Definition TVs (480i/480p) eOn-screen Electronic 
Program Guide support *USB Port (Record TV Program 

to USB Memory, not included) eAntenna In Coaxial HDMI 
Output eTV Out Coaxial RCA Video Out ¢RCA Sound Out 
eRemote 


SKU: 31AC3160.........-.....-..-.-.-.45 34.99 


A 


Audio/Video RF Modulator 


eAccepts L/R line level audio and composite video *Red/ 
white/yellow female RCA input connectors ®Provides 
selectable channel 3 or 4 RF output in analog NTSC format 
eAuto switching from external antenna to modulator 


SKU 8QR8111 2:2 .c2:0%¢ esieis aisles eels eee ee Rane 


i MCM ELECTRONICS AUDIO/VIDEO 


Stellar @) tahs® 
J-Pipe Mount 


Versatile all-in-one mount for antennas or satellite 
dishes ¢J-pipe is reversible from mounting foot for a 
variety of positioning options 15%" mast diameter 


SKU: Overall Length 

95W1770 19" 15.36 
74R5020 38" 18.79 
Stellar @) tahs® 


Heavy Duty Antenna Wall Brackets 

¢For attaching antennas to exterior walls eWelded 
galvanized construction ¢6" x 6" wall plate ¢1'/" diameter 
pipe ¢Galvanized steel, painted black ¢Sold individually, wall 
anchors sold separately 


SKU: Wall Stand Off 

31Y6077 9.75" 7.44 
31Y6078 13° 6.60 
31Y6079 18" 19.57 
Standard 3' Tripod 


eUsed for mounting TV antennas and satellite dishes ®Fits 
masts up to 1%" 


SKU? 7ARSO16 2.0 i055 cei ee cieg ete as 34.94 


Stellar®) ans® 
44" Wall Standoff Pair 


¢For mounting vertical antenna masts to exterior walls eHeavy 
duty “%" thick steel construction *Accepts up to 2" diameter 
pipe elncludes U bolts and mast clamps ¢4'/" standoff from 
wall ¢Sold in pairs, wall anchors sold separately 


SKU: 316074 


Stellar®) ahs® 
11%" Wall Standoff Pair 


*For mounting vertical antenna masts to exterior walls 
eHeavy duty '" thick steel construction ¢Third leg provides 
considerable weight support *Accepts up to 2" diameter pipe 
Includes U bolts and mast clamps ¢11'/" standoff from wall 
Sold in pairs, wall anchors sold separately 


SKU: SIYG075 i.c.¢ iene Sacked css eheda vee 34.94 


"0 eel 
EASYUP Masts 


16 gauge corrosion protected mast ideal for television and 
communication antennas °5' section swaged at one end 

on listed sections *2'/' section ideal for use above rotator 
*Made in the USA 


SKU: Length Gauge  Swaged 
3802107 2.5' 16Ga No 6.99 
3802125 5" 16Ga Yes 14.82 
3802125 2.5 18Ga No 14.82 
85W0465 3 18Ga Yes _ 
85W0468 5' 18Ga Yes 14.80 


20" Wall Standoff Pair 


eMounts antenna masts to exterior walls with roof overhang 
of up to 19" *Heavy duty ''" thick steel construction 
eAccepts up to 2" diameter pipe elncludes U bolts and mast 
clamps ®20" standoff from wall eSold in pairs, wall anchors 
sold separately 


SKU: 31Y6076 


5' Tripod for Outdoor Antennas 
Pivoting base plate ¢18 gauge tubing Includes 6 lag screws 
and 3 pitch pads eMade in the USA 


SKU! 96B1532) 55:2 siecscd vector evacaya aoe ee aoe 107.28 


PERFECT 10™ 
Non-Penetrating 
Roof Mount 


Perfect solution for 
commercial buildings and 
other flat roofs ¢For 18" 


14AWG Solid Ground Wire 

°For grounding satellite dish and small outdoor television 
antennas *Green LLDPE insulation resists UV, temperature 
and weather extremes 


and 24" dishes Uses six : 

8" x 8" x 16" cinder blocks for stability Powder coated for SKU: bona 

weather durability Angle iron frame 48Y8129 50 — 
SKU: 74R2436.......... 00. cee eee eee — 48Y8130 100° _ 


Visit newark.com for full list on all of the products 


@® |BLONDER TONGUE 
Indoor Digital Ready Splitters 


¢Meets or exceeds frequency range and PF shielding 
specifications for use with digital and broadband cable 
services *Bandwidth: 5~100MHz *Mounting tabs ¢Grounding 
blocks eHeavy-duty die-cast housing 


SKU: Mfr. # Description 

48Y8130 DGS-2 2-way _ 
4719877 DGS-3 3-way 4.55 
4779906 DGS-3B 3-way balanced _ 
4779879 DGS-4 4-way 7.40 
4779880 DGS-8 8-way _ 


ILIOLLAND 


Electronics LLC 
DC Voltage Blocking Coupler 


°F male to female *5MHz~3GHz Designed for use with 
the Holland Electronics drop amplifier model #HCDA-1FRA- 
AG, when it is to be powered over the existing coaxial 
cable ¢Since this amplifier is DC power passive, it may 

be necessary to block the DC from passing through to 

the amplifiers RF input eNote this blocking coupler is only 
necessary when the amplifier is remotely powered ¢Mfr. 
#VBC 


SKU: 41X9017. sista tontaunkas aaveavacaa cians 1.34 


IJOLLAND 


Electronics LLC = 


High Shield Antenna/CATV Splitters 


For use in applications where additional shielding is needed 
©100dB case design exceeds FCC requirements for RF 
shielding *25% more zinc content than standard splitters 
*Case thickness increased by 50% to obtain very good RFI 
performance *Mounting tabs with screws and grounding 
block ¢5MHz~1000MHz frequency response 


Fig. SKU: Type 

A 50B5206 2-way 1.89 
B 50B5207 3-way 2.73 
C 50B5207 4-way 2.73 
D 645301 8-way 9.03 


100' 10AWG Stranded Ground Wire 


°For grounding satellite dishes, outdoor television and 
communication antennas e10AWG (105 strand) construction 
¢Green LLDPE insulation resists UV, temperature and 
weather extremes 


SKUSG4W9S01: 50 cect tai eee aed 9.03 
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@® [BLONDER TONGUE 


Indoor Digital Ready 4-Output Directional 
Tap 


eMeets or exceeds frequency range and PF shielding 
specifications for use with digital and broadband cable 
services *Bandwidth: 5~100MHz ¢Mounting tabs eGrounding 
blocks eHeavy-duty die-cast housing *Attenuation: 12dB Mfr. 
#DGT-4-12 


SKUZA7T99OO oe os ce nie setts seute See 7.69 


A ? B : 
ILIOLLAND 


Electronics LLC 
High Frequency 


Splitter/Combiners 
¢1GHz bandwidth 
eEnvironmentally sealed 
F-ports ¢Split cable or antenna signal to multiple sets eInsert 
modulated signal into an existing system *Combine multiple 
antennas to a single feed 


Fig. SKU: Type 

A 79X3454 2-way 2.39 
B 79X3455 3-way 3.75 
C 79X3456 4-way 4.45 


le 


Holland HRF-PI angen 
3~230MHz Power ip 
Inserter e 

This power inserter from Holland Electronics allows amplifier 


powering through an existing output cable *F Type power 
inserter *2300MHz eSingle leg DC 


SKU: 31AC4670 .. 1.2... ee ee eee eee 15.56 


CHannerPius > 
2-Way Splitter/ 


Combiner 

The Channel Plus bi-directional 
splitter/combiners provide a 1GHz\band width 

and are ideal for antenna and coaxial cable operations elt can 
be used to split a signal from a source or combine signals 
from multiple sources onto one coax run °3.5dB insertion 
loss eDC and IR passing 


SKU22OMO30 2.2.2 3:22caie teeis oa de leet dave — 


CHANNELPLUS > 


Splitter/Combiner 

eThe Channel Plus combiner/ 
splitter provides a 1GHz bandwidth 
and is ideal for use with over the air 
television antennas ®This splitter also blocks DC voltage 


SKU! 83HAG05 ). - oe scene calae diane dace ee oo 


MCM ELECTRONICS AUDIO/VIDEO 


Channel Master’ 
TITAN 2TM Mast 
Mounted Preamplifiers 


Ultra low noise, ultra 
high gain preamplifier 
for deepest fringe 
applications and MATV 
headend applications 
Switchable 


FM trap 1628 —— 
VHF gain ¢23dB — 
UHF gain 


SKU QBKIS 7A ccc scssiees sasarsiceateed tsecnaieeeas oo 


Stellar®) ahs® 


Mast Mount 
UHF/VHF Combiner 


Combines signals from 
separate UHF and VHF antennas 
eUHF input: 470~862MHz 

eVHF input: 47~230MHz 
*Switchable DC pass through 
from UHF input to output 
*Sealed weatherproof housing 


SKUS4BY8153 5: vc.c chi ce sec eln ee sind epeue — 


Stellar®) ans® / 


1x4 CATV Drop 
Amplifier Splitter 
°15dB forward signal amplifier 
Passive return path ¢Sealed, 
weatherproof housing and 

F ports *Ground terminals 
¢Frequency range: 54~1,000MHz, SMHz~42MHz return path 
eRequires 15VDC, AC adapter included *Dimensions: 4.5" 
(H) x 4.63" (W) x 1.13" (D) 


SKU: 97W3568).c sic ice saica dnc d 31.41 
Stellar@ ® \@. 

@xabs y > @ 
1x8 CATV Drop 4 SG S8be 
Amplifier Splitter (| = ee 
pare te i on 6 «@ @ » ad 


path eSealed, weatherproof 
housing and F ports ¢Ground 
terminals Frequency range: 
54~1,000MHz, 5WHz~42MHz return path eRequires 15VDC, 
AC adapter included *Dimensions: 3.75" (H) x 4.50" (W) x 
1.88" (D) 


SKU: ST W3569. c. .c.c0c dew cdcasdensaced 43.70 


Mast Mount Antenna 
Splitter/Combiner 


Split signal from a single antenna 
to multiple televisions *Combine 
signal from multiple antennas to a 
single feedline DC power passive to 
one port °45 ~ 860MHz bandwidth °Fully 
weatherproof housing @Ports: 1x3 


SKU: 55X0307 ............ oo 
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68Y0079 


StellarLabs 
Homi Geechee 


68Y0080 


StellarLabs 
<@scna Homi 


Stellar ©) abs® 


HDMI Over Coax Extender 


Allows transmissions of high definition HDMI signal over 
standard 750hm coaxial cable Max distance over 2,000 feet 
¢Frequency agile Compatibility with resolutions up to 1080p, 
60Hz Units link using standard F connectors *Each unit 
requires 5VDC/1A, AC adapters included eTransmitter and 
receiver sold separately 


SKU: Description 
“68Y0079 Transmitter 126.92 _ 
68Y0080 Receiver 120.25 


Receiver 


Sender 


1080p HDMI-Over-Network Extender Set 


*Sender/receiver set allows transmissions of high definition 
HDMI signal over a local area network ¢May be used with 
existing active network Supports all audio formats and video 
resolution to 1080p, 60Hz ¢Provides IR path, emitter and IR 
target included ¢Up to 200 receivers can be connected to a 
single transmitter eAC adapters included 


SKU: Description 
~25AC5097 Set 7 
25AC5098 Receiver Only — 


Receiver 


4k HDMI-Over-Network Extender Set 


*Sender/receiver set allows transmissions of high definition 
HDMI signal over a local area network ePerfect for 
installations requiring long HD video runs *Supports all audio 
formats and video resolution to 4k, 30Hz ¢Provides IR path, 
emitter and IR target included eUp to 200 receivers can be 
connected to a single transmitter eAC adapters included 


; SKU: Description _ 
_25AC5099 Set — 
25AC5100 Receiver Only _ 


1612 


HDMI-Over-Cat6 Loop-Out Extender Set 


¢Sender/receiver set allows transmissions of high definition 
HDMI signal over standard Cat6 UTP cable at distances up 
to 165’ ePerfect for installations requiring long HD video runs 
*Supports all audio formats and video resolution to 1080p, 
60Hz Provides IR path, emitter and IR target included eEach 
unit requires 5VDC/600mA, AC adapters included eSender 
provides HDMI input with HDMI loop output 


SKU: G4Y7985 ccc cvadeaee deeeuweenanes 29.75 


HDMI Over Cat5 Extender Set 

Allows full 1080p video to be transmitted over a single 
Cat5e or Cat6 cable, up to 160' eHDMI 1.2a compliant eAuto 
equalization eRugged metal housing eDimensions (each 

unit): 1" (H) x 2.5" (W) x 3.9" (D) eRequires 5VDC, two AC 
adaptors included 


SKUSOSTS479 cece cece eee devaveve sees 80.32 


HDMI Category 5 Cable Extender Kit 


Utilizes two Cat 5e or Cat 6 cables to extend an 

HDMI signal to distances up to 100' ¢Supports up to 

1080p resolution *Supports 24bit deep color eSupports 
uncompressed LPCM audio *DTS and Dolby® Digital support 
eHDMI 1.2a compliant *HDCP pass through 


SKU 46102572 oe. isc ess oh cee eis Ye ied 42.08 


Aa | a 
IVIUXLAD 
HDMI 1.4 Passive Extender Kit 


eHDMI 1.4 eUp to 150' (45m) @ 1080p Cat6 *Up to 100' 
(30m) @ 1080p Cat5e *No external power required ¢Includes 
one transmitter and one receiver 


SKU A2K19S TW. 52 ais cet dette ge ee a om 


Ba i a 
IVIUXLAD 
HDMI + RS232 
Over Cat5e 


Extender Kit — 4K 


eAllows HDMI equipment to be 
connected up to 230' via a single 
Cat5e/6 cable Also provides path 

for RS232 control eAccommodates all resolutions up to 
1080p *Supports IR source control and includes one IR 
emitter and one IR sensor ¢Requires a power supply at both 
sides, AC adapters are included 


SKU: 84Y8022 .................00000. oats 


Aa a a 
IVIUXLAD 
HDMI Over Cat5e 


Extender Kit — 4K 


eAllows HDMI equipment to be 
connected up to 230' via a single 
Cat5e/6 cable eAccommodates all resolutions up to 1080p 
*Supports IR source control and includes one IR emitter and 
one IR sensor *Requires a power supply at both sides, AC 
adapters are included 


SKU: 84Y8021 .... ose ce ee ee eee = 


Ba eg 

IVIUXLAD a 
HD-SDI Balun esate 
*Supports SD, HD and 3G 6 ese 


resolutions *Up to 400' 
(120m) via Cat5e cable @ SD 
°Cast aluminum enclosure for EMI/RFI shielding ¢Up to 150! 
(45m) via Cat5e cable @ HD Supports Cat5e/6 cable 


SKU: 88W2456.................0.0000. oo 


| j _tdoxlab_ 
HD-SDI Balun 

500701 —— : 
Bact MMuxtab 
es Hp-SDI Balun 

500701 


Nolen coos 


SDI Video Over Cat5 Balun Set 


Passive set allows a single HD-SDI formatted video signal 
to be transmitted up to 150' via CatSe or Cat6 cable at HD 
resolution ¢Up to 400' via Cat5e cable at SD eSupports SD 
and HD (720p,1080i) resolutions *Passive devices require no 
external power source ¢Must be used in pairs, sold as a set 


SKU: 84Y8023. eee — 


Ba i: ar 

IVIUXLAD 
4K 60FPS Capable HDMI Splitters 

eAllows one HDMI source to be distributed to multiple HDMI 
displays *Supports up to 4K (3840 x 2160) video at 60Hz, 
HDR, 12-bit Deep color and HD audio *HDCP 1.4 and 2.2 


compliant ¢16 position rotary switch for EDID management 
eRequires SVDC, 2A, AC adapter included 


SKU: Inputs 

84Y8013 Two 215.00 _ 
84Y8013 Four 215.00 
84Y8015 Eight 435.00 


VANCO.. Active HDMI Extender Set 


Allows full 1080p and 3D HDMI signal to be sent up to 

164' over two Cat 5e cable runs eIR path supports 38KHz IR 
control HDCP compliant, supports 3D, 4K x 2K eCompatible 
digital audio formats *5VDC required at receiver end only, AC 
adapter included 


SKU: 93T9038........................0.. a 


Back 


Stellar®) ans® 
HDMI Audio Extractor 


Provides selectable analog or digital audio from an HDMI 
feed ¢Three position switch selects HDMI pass-through, 5.1 
TOSLINK digital optical or L/R analog stereo output *Power 
requirements: SVDC, 1A, AC adapter included eDimensions: 
7p" (H) x 2%" (W) x 2'%2"(D) 


BY (ES) (72 (a — 


Ba a a 
IVIUXLAD 
VGA to HDMI 
Converter with 
Scaler 


*Accepts analog video from PC input source and converts 
to digital HDMI output ¢Compatible with a wide-range HD 
and PC resolutions HDMI and DVI 1.0 compliant *Requires 
5VDC, AC adapter included 


SKU: 84Y8008..............-...2005. 288.00 


Back 


VANCO. Active HDMI Extender Set 


Allows full 1080p and 3D HDMI signal to be sent up to 100' 
over two Cat 6 cable runs elR path supports 38KHz IR control 
*HDCP compliant, supports 3D, 4K x 2K eCompatible digital 
audio formats *No external power required 


SKU: 93T9034.................0.0..00000,. _ 


Tw a rj 
IVIUXLAD 
Digital to Analog 
(D/A) Converter 


*Decodes and downmixes 
Dolby® Digital and DTS audio 
signal transmissions to 2CH analog stereo *Accepts digital 
coax (S/PDIF) or optical (TOSlink) source Requires 5VDC, 
500mA, AC adapter included eIncludes TOSlink cable 


SKU: S4VG006 < 2.cc ck cc aes eeneae ed ve 176.00 


Stellar@é 
@iabs® Long Distance 
Wireless 1080p HDMI Transceiver Set 


°Sender/receiver set allows wireless transmissions of 

high definition HDMI at distances up to 650' Perfect for 
residential or commercial installations where cable installation 
is not practical eSupports all audio formats and video 
resolution to 1080p, 60Hz ¢Provides IR path, emitter and 

IR target included *Separately available receiver allows HD 
signal to be sent to two locations simultaneously, distance is 
reduced eEach unit requires 5VDC/3A, AC adapters included 


SKU: Description 
84Y7986 Sender/receiver set 402.39 
95Y2895 Extra receiver ae 


HDMI Audio Inserter 


Provides the ability to insert a separate audio signal ePasses 
2K/4K and 3D HDMI as well as all audio formats @L/R line 
level audio signal may be inserted via 3.5mm jack eTOSLINK 
input will insert any 2.0, 5.1 and DTS format Slide switch 
selects analog, TOSLINK or bypass audio modes *Requires 
5VDC/2A, AC adaptor included eDimensions: fs" (H) x 454" 
(W) 314" (D) 


SKU 26Y6699 occa can eaawda ew eaae 24.12 


Stellar®) aps® 
HDMI Audio Extractor 


Allows audio signal to be taken from an existing HDMI line 
and sent to a variety of destination input types Passes 
2K/4K and 3D HDMI as well as all audio formats *Four 
3.5mm jacks each accommodate two channels of line level 
audio, providing output from 2.0 to 7.1 channels eTOSLINK 
outputs provides multiple digital formats eRequires 
5VDC/2A, AC adaptor included eDimensions: fs" (H) x 45" 
(W) 314" (D) 


NUS ZOY OGG: 6.03 x weir a acai nina a aoe ase 24.11 
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Sender 


Receiver 


Stellar®) ahs® 
1080p HDMI Extender Over Any Two Wires 


eTransmits HDMI signal over any simple 2-conductor 

cable (ie. network cable, in-active power line, coaxial 

cable, telephone wire etc.) *Supports resolutions up to full 
HD 1080p@60Hz Transmission distance is up to 1000' 
eSupports multicast; one transmitter unit is capable of driving 
up to four receiver units ¢IR passback for controlling the 
transmitter side source signal easily from the receiver side 
*Supports bi-directional RS232 pass back *Supports one 
way HDMI loop output ePlug and play, easy for installation 


SKU: Description 
25AC5103 Transmitter/receiver set -_ 
25AC5104 Receiver only _ 


Stellar®) ans® 


Long Distance Wireless 4k HDMI Transceiver 
Set 


¢Sender/receiver set allows wireless transmissions of 
high definition HDMI at distances up to 650' ¢Perfect 

for residential or commercial installations where cable 
installation is not practical eSupports all audio formats and 
video resolution to 4k, 30Hz ¢Provides IR path, emitter and 
IR target included *Separately available receiver allows HD 
signal to be sent to two locations simultaneously, distance 
is reduced 


SKU: Description 
25AC5101 Sender/receiver set = 
25AC5102 Extra receiver — 


i 
Ba a a 
IVIUXLAD Wireless HDMI Extender Set 


eAllows HDMI equipment to be connected wirelessly up to 
100! in a point-to-point configuration ¢Provides IR path, target 
and emitter are included ¢Supports 1080p and 3D resolutions 
°H.264 video compression with <500ms latency *HDMI loop 
out is provided on the transmitter Sold as a set, each unit 
requires 5VDC, 2A, AC adapters included 


SKU BAV8027 oe occ gece ae aie ees wae oo 


| MCM ELECTRONICS AUDIO/VIDEO 


HDMI 4x1 Switcher/Quad Viewer 


*Supports simultaneous viewing of four separate high 
definition input sources on one screen eThree different 
multi-view modes *Also functions as a seamless four-input 
HDMI switcher ¢Push button, IR and external RS232 control 
eHDCP 1.2 and HDMI 1.3a compliance ePCM2, 5.1, 7.1CH, 
Dolby 5.1 and DTS5.1 compatibility eRequires 12VDC, 2A, 
AC adapter included 


SKU! AOYS014 o.oo eine cise cen cine betes _ 


Stellare 


) ® 
2LabS™ DMI 4x4 True 


Matrix Selector with 3D Support 

¢Four HDMI inputs and four HDMI outputs *Dip switch 
selectable elr remote and extension port ¢RS232 Port *HDMI 
Resolution: Up to 1080p and 3D *Dimensions: 12.1" x 6" 

x 1.4" 


SKU! 7BY 1629 es 5 cn ene dccnice Gaiden tne deme ot, 


Stellar 


/Labs® yp 4x2 True 


Matrix Selector with 3D and 4K Support 

e4 HMDI inputs ¢2 HDMI outputs ¢Toslink and 3.5mm audio 
output *HDMI Resolution: Up to 4k and 3D eDimensions: 
9.8" x 1" x 3" eWeight: 13.4 oz 


SKU! 7BY 7628 20. a 2c.0 diecase cere Siete Be oi oo 


a4 aon 
IWIUXLGD 4K HDMI 4x4 Matrix 


Connects up to four HDMI sources to as many as four 
local HDMI displays ¢Provides IR path from each display to 
each source *Supports resolutions up to 4K30 plus all 3D 
formats ¢Supports independent EDID control eIR remote and 
RS-232 control elncludes five IR targets and four IR emitters 
eRequires 12VDC, 2.5A, AC adapter includes 


SKU! B4Y 8019 0. eine ie se ie Sale ees co 


1614 


VGA Over Cat5 Distribution System 


eAllows transmission and distribution of VGA video, and 
stereo audio, to multiple monitors ¢1,000' max distance for 
each monitor ¢Supports up to 1920x1200 resolution *VGA 
loop-through output on the sender eAdjustable brightness and 
skew ©3.5mm jack accommodates stereo audio *AC adapter 
included with each sender and receiver 


SKU: Description 

9513479 Sender — 1x2 splitter 54.68 
9573479 Sender — 1x4 splitter 54.68 

9513482 Individual receiver 41.81 


y) 
7 Labs® yn two Way 


Splitter with 4k and 3D Support 


eOne HDMI input and two HDMI outputs *Rugged metal 
enclosure *HDMI Resolution: Up to 4k and 3D eDimensions: 
2.4" x 2.6" x 0.8" «Weight: 3.7 oz 


SKU! 78V 7630). 0 is Seok eek tones, wad 21.82 


?’Labs® yn Four Way 


Splitter with 4k and 3D Support 


eOne HDMI input and four HDMI outputs *Rugged metal 
enclosure ¢HDMI Resolution: Up to 4k and 3D eDimensions: 
7.1" x 2.7" x 0.8" eWeight: 11.3 oz 


SKU: 78Y7631 


7Labs® ypu Eight Way 


Splitter with 4k and 3D Support 


One HDMI input and eight HDMI outputs eRugged metal 
enclosure *HDMI Resolution: Up to 4k and 3D Dimensions: 
11"x 5.4" x 1" eWeight: 1.9 Ibs. 


SKU! TEV7682 «dc ccan red aw ne reid eee 54.55 


a4 | oS 
IVIUXLAD 4K HDMI 4x2 Matrix 


*Connects up to four HDMI sources to two local HDMI 
displays ¢Provides IR path from each display to each source 
*Supports resolutions up to 4K30 plus all 3D formats 
eSupports independent EDID control eIR remote and RS- 
232 control elncludes three IR targets and four IR emitters 
eRequires 5VDC, 1A, AC adapter includes 


SKU: 84Y8020.................0..00. * eee 


= \ 
Stellar @Labs® 
Four Port HDMI Switch with Audio Output 
eFour HDMI inputs and one HDMI output ¢ Toslink and RCA 
audio output *Manual switching and Auto detection modes elr 


remote *Rugged metal enclosure *HDMI Resolution: Up to 
4k and 3D eDimensions: 8.1" x 2.9" x 1" 


SKU: 78V 1628 «2 2.0 cee cece eee ee te es ZTE 


Three Port HDMI Switch with Audio Output 
eThree HDMI inputs and one HDMI output ¢Toslink and RCA 
audio output *Manual switching and Auto detection modes elr 
remote *Rugged metal enclosure *HDMI Resolution: Up to 
4k and 3D Dimensions: 7" x 2.6" x 1.1" 


SKU: TEV 1628 oo ceo issese ares a asecene ares aang ie Le 


Stellaré€ 


Two Way HDMI Extractor with Audio 


One HDMI input and two HDMI outputs *Toslink and RCA 
audio output eAuto-detection eRugged metal enclosure 
eHDMI Resolution: Up to 4k and 3D eDimensions: 3.3" x 
2.4" x 0.8" 


SKU? 78Y 7626 =.20 2.0 co ee cue ce Gee cede ese oo 


L/R Audio Balun 


*Convenient pigtail leads ¢1,000' max distance *Send two 
channels of unbalanced line level audio over Cat 5 cable 


SKU! 96K0809 0.0 cecce ead egedeowed 17.54 


MCMeusiom AUDIO 


L/R Audio Balun 


Send two channels of unbalanced line level audio over Cat 
5 cable eConvenient pigtail leads ¢1,000' max distance eSold 
individually, must be used in pairs 


SKU: 40P9622: «oc teens chee et ee ieee 15.00 


paca 
Video to Cats Balun 
Model com 


Back 


80-7710 
wewwsmeminone.com 


MCMeusiom AuDio 


Composite Video Balun 

*Send video signal over Cat 5 Utilizes one pair (pin 7/8) of 
Cat 5 cable Maximum distance: 1000' *Sold individually, 
must be used in pairs 


SKU! 73K2022 occ eee new eee 6.24 


4\ideoAdaper 87654321 py. 


MCMeusiom AUDIO 


Four Channel Video BNC Balun 


Transmit up to four composite video signals up to 1000! 
using a single Cat5 cable run eBandwidth: 50Hz~8MHz 


SKU: 40P9627...........-.0020 02 eee 36.09 


Slabs 


Component Video plus L/R 
Analog Audio to HDMI Scaler/Converter 


Converts HD component video (Y-Pb-Pr) and left and right 
audio signals to an HDMI output. This permits any source 
with any range of component video to be viewed on any 
HDMI display. Features: eCan be displayed on any HDMI 
display. *HDMI 1.2 compliant HDCP compliant *Supports: 
480i, 480p, 576i, 576p, 720p, 1080i and 1080p *Mfr. 
#HSC20 


SKU: 8273824... 1.2.0.0... eee eee eee eee _ 


ff fm fen 


L/R Audio/Video Balun 


eAccommodates composite video and L/R line level audio 
eFemale red/white/yellow RCA connections *1,000' max 
distance ¢Sold individually, must be used in pairs 


SKU: SGKOB9O) oo ae sic ieee die, Sydnee Sattar's, cay 13.95 


BSaGu 


CMeusion AUDIO 


ae 
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MCMeusiom AUDIO 


L/R Audio/Video Balun 


eAccommodates composite video and L/R line level audio 
eConvenient pigtail leads ¢1,000' max distance eSold 
individually, must be used in pairs 


SKU: 40P9623.. 20 ccccesceeeeeememeaen 17.78 


MAIC CUSTOM AUDIO 


Component Video Balun 


eAccommodates component video (Y/Pb/Pn ¢Female red/ 
green/blue RCA connections ¢400' max distance *Sold 
individually, must be used in pairs 


SKU: SOKQG68 3 oo oice wake calke dakes dale we 27.20 


MCM ELECTRONICS AUDIO/VIDEO 


|" 


4-Way Component Video plus 
S labs Audio Distribution Amplifier 


Distribute a single component video cable plus L/R audio 
signal to up to four locations, up to 150' eCascadable ¢Mfr. 
#AV400COMP 


SKU: 8801304 ..................0.000. oo 


HIGH PERFORMANCE 
‘AUDIO AND VIDE 
DISTRIBUTION AMPL 


‘CABLE ELECTRONICS 
‘MODEL 700 


Composite Video Plus 
S labs Audio Distribution Amplifier 


Composite video and L/R audio support Distribute a 
single A/V signal up to multiple locations, up to 150' away 
*Cascadable Four outputs *Mfr. #AV400 


SKU! 3608271 oi 00 ccd owe eas oo 


HDMI 1x4 Splitter/Cat5 Extender Set 


eHDMI 1.2a compliant *Supports 24 bit Deep Color and 
1080p resolution *Auto equalization *Rugged metal housing 
with gold plated connectors *Dimensions (transmitter): 1.6" 
(H) x 10.6” (W) x 7.1" (D) Dimensions (each receiver): 1” 
(H) x 2.5" (W) x 3.9" (D) Requires 5VDC, five AC adaptors 
included eSold as a set of one transmitter and four receivers 


SKU 9519477 ws oan cease ee a eee anne 115.74 


Component Video Balun with Digital Audio 


eAccommodates component video (Y/Pb/Pr) Provides path 
for SPDIF audio eConvenient pigtail leads *400' max distance 
Sold individually, must be used in pairs 


SKU: 63M0614..........0..0.0..0.000000, oo 


a MCM ELECTRONICS AUDIO/VIDEO 


Slabs 


8-Way HDMI Distribution Amplifier 


Distributes a single HDMI signal to up to eight locations 
100' away Supports up to 1080p resolution *Cascadable 
@HDMI/HDCP compliant ¢Mfr. #HA8 


SKU: 80R3523...............0..0. _— 


a4 | io 

NWMIUXLAD 

4K Ultra HD HDMI Splitters 
Distribute HDMI signal in systems from two to 
eight high definition monitors ¢Supports up to 
1080p, 12-bit Deep color and HD audio *HDMI 
1.4 and HDCP 1.3 compliant *Supports 4K 
(UHD) Resolutions at 24fps and 30fps (4:4:4) 
°AC adapters included 


SKU: Configuration 

84Y8012 1x2 oo 
84Y8012 1x4 _ 
84Y8010 1x8 - 


Ba a J 
INWIUXLADSiereo Audio Balun 


Allows unbalanced line level stereo to be transmitted up to 
3250' via a single CAT5e/CATE6 cable eMfr. #500028 eUsed 
in pairs, sold individually 


SKU: 2474200. .... 2.0... cc eee eee ee 59.00 


VGA Balun Set with VGA Loopthrough 


*Capable of transmitting a video signal at distances up to 
600' eMaximum resolution of 1280x1024 *Rugged metal 
housing eAdjustable signal gain VGA loopthrough provides 
convenient local video simultaneously with the long distance 
video eMfr. #VGSEKL 


SKU: 8204281 2. 22 ene cacti e ete Sinise tees a 


a ee wo tom 


sore? 
Sage 


HDMI 1x4 Splitter 


Output 
ouput Input 


3 4 


VideoEase™ 


VGA Balun II Over UTP Combo Pack 


°A passive device that fully supports VGA and SVGA 
(RGBHV) transmission via one Cat 5 UTP cable without the 
need for shielded twisted pair (STP) cable eAllows VGA 
equipment to be deployed more easily in both new and pre- 
wire structured cabling environments eMfr. #500040-42-PK 
Used in pairs, may be sold individually 


SKU: 26W6911:. o0. cic cece 162.00 


Ba a J 
IVIUXLAD 
Stereo Audio 
Balun 

eldeal for connection to sound 
cards, laptops, MP3 players, 
etc. ¢Transmits up to 1000' at 60Hz~20KHz ¢Transmits from 


1000'~5000' at 100Hz~20KHz eLess than 1dB loss #6" 
3.5mm cable lead Used in pairs, sold individually 


SKU: 13T7663................2-000485 50.00 


Ba | a 

INMIUXLAD 

HDMI 1.3 Balun Set with IR Support 

elncludes everything you need to connect HDMI equipment 
at distances up to 330' at 1080p deep color via a single 
CAT5e/6 cable eAlso receives and transmits an IR signal 


Transmitter, receiver, 12VDC power supplies, IR emitter and 
IR receiver ¢Mfr. #500450 


SKU! 1STI668 so asec cies cane eee eer 554.00 


Ba a a 
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Stereo Audio Balun 
Transmit Up to 1000' at 
60Hz~20KHz * Transmit from 
1000'~5000 at 100Hz~20KHz 
eLess than 1dB loss e6" RCA 
leads eMfr. #500027 *Used in 
pairs, sold individually 


SKU: 1ST 662. ewe cewevewexerewemes 50.00 


a4 | oe 

IVIUXLAD 

Stereo Hi-Fi Balun Pair 

eLine level unbalanced analogue audio *Max. distance — 


Cat5e/6 UTP: 3,250' (1km) eMust be used in pairs ¢Mfr. 
#500028-2PL 


SKU: 26W6907.................0.0000. —_ 


Channel Master’ 


‘Model 7777 
UHEIVHE TITAN PREAMPLIFIER, 


~ 


TITAN 2TM Mast Mounted Preamplifiers 


Ultra low noise, ultra high gain preamplifier for deepest 
fringe applications and MATV headend applications 
¢Switchable FM trap 


SKU: VHF Gain UHF Gain 
10/7260 23dB 26dB oo 
96K1571 16dB 23dB _ 


Visit newark.com for full list on all of the products 


| i VJ 
IVIUXLAD \ideoEase™ HDTV 
Component Video/Digital Audio Balun 


Allows one component video (YPbPr or RGB) signal and one 
audio signal to be transmitted via cost-effective unshielded 
twisted pair (UTP) cable Male RCA connectors ¢Mfr. 
#500055-2PK Used in pairs, may be sold separately 


SKU! ZOW69N5.. ccc cee cee ea ee mend ae 162.00 


CATV/TV CHANNEL 
IRC HRC STD 
“Tri -Spec; — 
Digital UHF 56 
Modulator 
eAccepts composite video/ 


line level audio source 
*Selectable output on UHF 14~69 and CATV 65~139 eLED 
output channel display *Output level: 7dBmV 


SKU: 98B0255 = 5.2.2 cegctada send ease — 


Ba a a 
IVIUXLAD \ideoEase™ 


Monitor-Side VGA Balun II Over UTP 

°A passive device that fully supports VGA and SVGA 
(RGBHV) transmission via one Cat 5 UTP cable without 
the need for shielded twisted pair (STP) cable eAllows 
VGA equipment to be deployed more easily in both new 
and pre-wire structured cabling environments *¢HD15-male 
eMfr. #500042 Used in pairs, may be sold individually 


SKU: 63M0642.................00000. = 


Aa a a 
INMIUXLQAD Video Terminal Balun 


Allows a single CCTV video signal to be transmitted 

via cost effective unshielded twisted pair (UTP) cable 
Eliminates costly and bulky coaxial cable, allowing CCTV 
security and surveillance equipment to be connected using 
standard structured cabling techniques for neater and more 
streamlined cabling *Up to 2200! via Cat 5 UTP, low return 
loss, lifetime warranty ¢Mfr. #500009 Pair required for use, 
sold individually 


SKU: SARSS7 1. ccc wbrwnevend ae deca 22.00 


BLONDER 
TONGUE 


@® |BLONDER TONGUE 


Broadband Amplifiers 

eldeal for multi-channel RF distribution systems whose 
input source is a “cable drop” or the output of a MATV/ 
SMATV/CATV headend *Also used as the launch amplifier 
in a distribution network *Power doubling, can be cascaded 
together with lower distortion resulting than the push-pull 
amplifiers allowing the system to maintain higher signal 
integrity eTest ports for both the input and output are 
provided for testing signal levels without interrupting service 
*Bandwidth: 49~860MHz eGain: 44dB 


SKU: 95K2874...............0 2.00000. od 


ineur oureur 


S,,l1u-spec. @ __§ J 


al 
es: 


Test point 
“ho 08 


MODEL TA—36 
AMPLIFIER UHF/VHF/FM 


anvag 
Cae 2 


Tru -Spec: 
UHF/VHF/FM 36dB Amplifier 


eLow noise *Two switchable FM traps *Separate gain 
controls *AC power indicator ¢50dB output capability 
¢-20dB monitor output *Fuse protected Bandwidth: 
54MHz~108MHz, 174MHz~216MHz, 470MHz~812MHz 
°Gain: VHF, 31dB; UHF, 36dB ¢75o0hm input/output *Power 
requirements: 115VAC; 60Hz *Dimensions: 8%" (L) x 1/4" (H) 
x 3%" (D) Fuse protected 


SKU: 96B38571.................00000. —_ 


MODEL HDA-1000 
CATV DISTRIBUTION AMPLIFIER: 


Forward: 54-1000 MHz +3408 
Reverse:5-42MHz  -2.5dB 


ILIOLLAND 


Electronics LLC 
50MHz~1GHz Broadband Amplifier 


eThe HDA-1000 is a low noise linear distribution amplifier 
providing high power outputs at extremely low distortion 
Frequency range: S0MHz~1 GHz ¢Forward gain: 
50MHz~600MHz, 31dB, + 2dB, GOOMHz~1GHz, 32dB, + 
3dB 


SKU: S8C2768 2 ccccectessdeasceecedas! 208.34 


Tri-Spec: 
6dB Fixed Mini-Type 


Attenuator Pad 


eNickel-plated ¢Solid brass 
body *Monolithic ceramic 
printed circuit board, ensuring 
rugged construction eEtched glaze-type resistors provide 
+5% accuracy and excellent return loss ¢Small 1.375" size 
°22-gauge spring steel center pin eFemale to male fitting, not 
DC passive eBandwidth: 100KHz~1750MHz ®Return loss: 
20cB typical eAccuracy: +5% 


SKU! 20C4064:o.. :. ese cia ee cialene Snine Gales 1.00 


MCM ELECTRONICS AUDIO/VIDEO 


i  hesces 


‘ APARTMENT COMPLEX AMPLIFIER, 
38 MODEL:ACA-30-550 _ STOCK NO. 5450 = 
47 - SS0MHz 30dB GAIN 


mr GAIN \ 


@® [BLONDER TONGUE 


Multiple Dwelling Amplifier 
Frequency range: 47~550MHz ®Gain: 32dB ¢Gain control 
range: 15dB *Slope control range: 10dB 


SKU: SOCTG05 52 oci6ee ccciane cists poten needs _ 


@® |BLONDER TONGUE 


Bidirectional Broadband Distribution 
Amplifiers 


eldeal for multi-channel RF distribution systems where the 
input source is a “cable drop” or the output of an MATV/ 
SMATV/CATV headend eIntegrated passive or active return 
path ¢36MHz/49Mz split eInput and output test ports 
External power transformer providing 26VAC enabling 
amplifiers to be remotely powered via low voltage AC wiring 
ePush-pull hybrid technology 


SKU: Mfr. # Description dB Gain 
5279646 5800-13 49~1000MHz 30dB_. -- 
5279647 5800-84 49~860MHz  44dB 723.00 


CuannetPius 


High Headroom Distribution Amplifier 

eThe DA-550s can handle an extremely wide range of input 
signals from both NTSC and digital HDTV With outputs to 
eight televisions, coax runs up to 150', three inputs, one from 
a CATV or antenna and two from modulators, the DA-550 

is the heart of a multi-room distribution system ¢5~42MHz 
return path for bi-directional communication for use with cable 
modems and pay-per-view applications 


SKU: 3801955 .......02.. 2 eee. = 


=] MCM ELECTRONICS AUDIO/VIDEO 


eS Axial PA Horn 


*Accepts standard 15" 18 thread compression drivers 


©180° gimbal mount ¢Frequency response: 350Hz~8KHz u 
urea eee aided Naa Tie EN OA eral ey tn coil ePower capacity: 
Aika 200 Two-Way Indoor/Outdoor SKU:52T7577 . 0... occ ccc eeeeeeeeeees 555 gh ON OM CEN OW 
ARRES 700 TH Pair SKU: Mfr.# — Description 
¢1" dome tweeter and highly efficient 4" polypropylene woofer 4670044 SD72 8" loudspeaker 26.78 


°70V transformer taps: 2W, 4W, 8W, 16W, and 80hm bypass 
Frequency response: 110Hz~20KHz eDimensions: 7" (H) x 
5" (W) x 6" (D) eMfr. #SM42T Sold in pairs 


SKU: 80R4221...............0.000005 . = 


5278521 SD72W _ 8" loudspeaker with baffle 39.52 


4670045 SD72WV_ 8" loudspeaker with 50.19 
baffle and volume control 


70V 8" Enclosed 
Speaker with Walnut 
Grain Enclosure 


80R3501 


= 


EZ Mount Ceiling Tile Recessed Enclosure 


23%" mounting rails ¢Inner diameter: 9% *Depth: 414" 


¢Features conduit knockouts *Mfr. #EZ95-8 Power capacity: 15W 
Frequency response: 
SKU! ASTOG84 nck vice cada ae ce eee we mae — 50Hz ~ 15KHz ®Sensitivity: 


95dB (W/M) eTransformer 

taps: O.5W, 1W, 2W, 5W 

Dimensions: 10'"(H) x 
9'%"(W) eMfr. #WD147-72 


80R3502 


SKU: 4670045 ............ 0.0.0 e ee eee 50.19 
ne = . . 
As Indoor/Outdoor Double adiipgel 
Re-Entrant Paging Horn 70V 8 
°70V transformer taps (555-11830): .5W, 1W, 2W, 4W, 8W, Speaker 
15W, 80hm bypass ®70V transformer taps (80R3502): 2W, with Baffle a 
4W, 8W, 15W, 30W, 80hm bypass *Designed to withstand Tn Ceiling 
outdoor installation in high-humidity environments eIncluded eDepth: 2% 
mounting bracket provides multiple (vertical and horizontal) *Diameter: Speaker/ 
positioning 8'4" (20.6375 = m 
. cm) Frequency Baffle Combination 
SKU: Mfr. # Power Capacity (RMS) Response: 50Hz- . . Complete ceiling speaker system includes an 8" dual 
80R3501 GA-15T 15W 87.78 15kHz (+7dB) ¢70V cone speaker, steel ceiling baffle and line transformer. It is 
taps: 1W, 2W, 4W, 8W perfect for general purpose background music and paging 
80R3502 GA-30T sow 106.86 Sensitivity: 96dB Average applications in offices, waiting rooms and other public areas. 
eMfr. #4D87W The 8" diameter speaker features a 5 oz. ceramic magnet 
a and 80hm, 1" voice coil for 15W program power capacity 
SKU: 4579398... 2.6... e eee oe. and 50Hz~18KHz response. The attached transformer is 
compatible with 25V and 70V constant voltage speaker 
systems, and has ‘AW, 1W, 2W and 5W taps. The 12%" 
LO Nae diameter grill features a textured white epoxy finish that 
( compliments any room decor. Units with optional front 
mount 50ohm volume control allow quick convenient local 
a adjustment of sound level. Mfr. #—-D72W 
ea Speaker SHU BEGET o'seaced audeueesacecneeye 46.23 
hnclosure ~ 
¢Constructed of wood 30 Watt Indoor/ 
composite covered Outdoor 


with walnut grain vinyl 
eAccommodates 
standard 8" 
loudspeakers @Black 
cloth grill ¢9.5° slope 
eDimensions: 10/2" 


70V Compression 


Driver 


©30W Power Rating 
¢Environment-Resistant 
(H) x 914" (W) eMfr. clic ecedaa ss 
: requency Response Range 
sae 7 ala Outstanding Sound Reproduction eMfr. #PD-30T Heavy- Duty 
EPpy aareneme ns enae raya ee aa SKU: 4579900 153.56 Ceiling Speaker/Baffle Combination 


° Designed for higher noise areas which require higher 
power capacity, this ceiling speaker system includes an 8" 
dual cone speaker, steel ceiling baffle and line transformer 
The 8" diameter speaker features a 10 oz. ceramic magnet 
and 80hm, 1" voice coil for 25W program power capacity 
and 50Hz~18KHz response The attached transformer is 
compatible with 25V and 70V constant voltage speaker 
systems, and has 4W, 1W, 2W and 5W taps *The 12%" 
diameter grill features textured white epoxy finish that 
compliments any room decor *EZ Mount version is designed 
for use in standard 2 x 4 ceiling installations where back 
boxes are not required ePre—mounted brackets install quickly 
to included support rails with included wing nuts 


16 Ohm 60 Watt PD 
Series Compression 
Driver 


10W-70V Volume Control 


with Priority Paging a SKU: Mfr. # Description 

°1-Gang E.O. box mount eSPDT 100Hz~3.7KHz elmpedance: 8804609 HD72W Speaker, transformer, | --- 
relay operated with 24 VDC at 16 ohms «Power Rating: GOW grill 

10mA °Stainless steel wall plate eHeight: 62" (17.4625 cm) 

°10W power rating UL Listed eMfr. © Diameter: 6%" (16.1925 cm) ©70V 8803734 EZHD72W Speaker, transformer, 61.41 
#AT10-PA ) Mfr. #PD6OAT grill, EZ Mount brackets 

SKU S2T TAT sos. ciecece ncece invite die emiew ocd 44.70 SKU 5218876 22 cece ck da ale teed wine 320.61 8801885 C10A Speaker only 24.70 


Visit newark.com for full list on all of the products 


7" Weather Resistant 
PA Horn 


eWeather resistant, double 
re-entrant loudspeaker ePower 
Capacity: 15W program *Dimensions: 8%" (H) x Ti" (W) x 
9%s" (D) Transformer taps: 1W, 2W, 3.8W, 7.5W and 15W 


SKU O801226 6 cade cee eeeneuneew wed ax 149.20 


Strategy Series Il 
High Performance 
4" Coaxial Ceiling 


Speaker Pair 

This high quality, two-way ceiling speaker 

system is designed to meet the demanding performance 
needs of today's commercial sound installations. Its 
optimally tuned, galvanized steel ported enclosures provide 
extended low frequency response thought impossible of 
installed ceiling speakers. Internal 70V transformer, with 
front panel rotary switch tap selector, allows compatibility 
with large distributed commercial sound systems. Features: 
eDetachable phoenix connector for easy connection *Easy 
daisy chaining of multi speakers *Unique “trap door” input 
section for through conduit runs with rigid or flex conduit 
eEnhanced quality transformer to minimize insertion loss 
and maintain wide frequency response Included hardware 
for drywall and drop ceiling mounting ¢Sold in pairs ¢Pre 
construction trim rings for 16" and 24" stud centers sold 
individually Specifications: Woofer size: 4" eFrequency 
response: 65Hz~20KHz * Transformer taps: 1W, 2W, 4W, 8W 
and 16W eEnclosure volume: 285in? eRequired cutout: 8.9" 
diameter eMfr. #FAP42T 


SKU: 8861226. ose 2.2 ngeand neck ace ae ; 


A 
" ‘py 
6" Enclosed 70V 

\ 
handling: SOW max ®70V taps: 2W, 
AW, 8W, 16W, 32W, 80hm eFrequency 


Ceiling Speaker Pair 

°6" poly cone woofer with rubber 

response: 63Hz~20KHz eMfr. #FAP62T eSold in pairs 
SKU! 95K4113 5. occ ea ciseiectaeee ns oe 


surround and 19mm tweeter 
Included ceiling tile bridge Power 


Strategy Series Mixer/Amplifiers 

Six-input units feature extensive muting and output options 
along with a very unique bridge in/out feature to allow 
combining of multiple amplifiers ¢VCA input allows remote 
level adjustment of either the BGM input or the entire 
amplifier. eInput #1: Selectable mic, line or telephone level 
Input #2~5: Selectable mic or line level eInput #6: L/R RCA 
line level 


74R2039 
Bulk Cable Entrance Hoods 


Hoods may be installed with the scoop facing in or out of the 
wall, to suit a variety of needs. A horizontal version is also 
available, which is ideal for use with single gang, old work low 
voltage brackets. Note: Decora cover plates are not included. 


74R2037 


SKU: Type Color 

74R2039 Standard White = 
74R2040 Standard Black —_ 
74R2037 Horizontal White —_ 


#50-10615 


#50-10610 
Single Piece Bulk Cable Entrance Plates 


Non-metallic single and double gang wall plates provide 

a versatile method of passing multiple cables from the 

wall to equipment. Hood may be installed in conventional 
electrical boxes or low voltage brackets with the scoop facing 
in or out of the wall. Plates are available as a solid piece, or 
with removable lower section. This feature allows plates to 
be installed in areas where cables are already connected to 
equipment. 


SKU: Type Color 
Solid plate 
74R2045 Single gang White oo 
74R2045 Single gang Black — 
74R2046 Double gang White _ 
Removable lower section 
74R2042 Single gang Black _ 
74R2043 Double gang White _ 
Multi-Gang 
Recessed 3 


Electrical Box 
Highly versatile 
electrical box 

is specifically 
designed for installation 3 
behind large flat panel televisions. It is 

also perfect for use behind entertainment centers or other 
furniture that will be placed close to the wall. Recessed 
design ensures AC plugs and other A/V connectors do not 
extend past the wall surface. Features: eRigid ABS design 
Four total gang spaces available *Space for two duplex AC 
receptacles, or use included divider for one duplex AC outlet 
and one low voltage outlet ¢Two additional spaces for low 
voltage outlets eFits between 16" on-center studs Textured, 


SKU: Model Output Power paintable trim plate is removable, enabling old or new work 
40P3886 AA120 120W RMS — installation ¢May be mounted horizontally or vertically 
40P3887 AA240 240W RMS 1064.46 SKU: 74M8537..............0.0000 000 oo 
40P3881 Optional rack mount kit 48.26 
95K4847 
he 95K7591 
@ 
Alls Speaker Line Matching Transformers 
Line transformers adapt conventional 8ohm speakers for use with multi speaker 
commercial systems. All models include 6" color-coded leads for primary and SS 


secondary connections, except #555-6805, which has solder lugs. 


Power Primary Primary Secondary Frequency Insertion 
SKU: Capacity Volts Taps Taps Response Loss 
95K4847 4watts = 70.7 0.5W, 1W, 2W,4W 80 60Hz~12KHz +1dB 1.0dB | 
95K7591 60 watts 70.7 2.5W, SW, 10W, 40, 80,160 60Hz~20KHz +1dB 0.5dB 61.34 
20W, 40W, 6OW 
31K9107 4watts = 25.0,70.7 0.25W, 0.5W, 80 100Hz~10KHz+1.5dB 1.5dB = 18.35 


1W, 2W, 4W 


CM ELECTRONICS AUDIO/VIDEO 


11M4973 
11M4974 
c 


Power/Low Voltage Combo-Boxes 


Non metallic boxes are ideal in applications where 

AC and low voltage devices are to be located together. 
Perfect in situations where A/V or data connections need 

to be located with an AC outlet, or when wall switches and 
in-wall volume controls are to be located together. New 
construction model may be attached to wood or metal studs. 
Old work model uses rotating clips for easy mounting to 
existing wall board cutouts. 


SKU: Description 
11M4973 Old work _— 
11M4974 New construction _ 


Ny 


Three and Four Gang Old Work 
Low Voltage Wall Mounting rackets “CD 


Hard-to-find three and four gang, class 2, low voltage, 
old-work mounting brackets are the time and money-saving 
solution for faster and easier mounting of flush wall plates in 
existing wall board, paneling and drywall. *Features: Adjusts 
to fit 4" to 1" thickness *Horizontal, or vertical mounting *Thin 
front lip seats better on drywall, keeping plates flushed to wall 


SKU: Gang 
04R6533 Three _ 
32R8061 Four a 


Low 7 Vollage Wall Mounting 
Brackets 


¢Brackets accept any single or dual gang size wall @O® May 
be used for any Class 2 low voltage wiring application that 
does not require an electrical box ¢#28-6355 and #28-6356 
have speed clips ¢#28-6357 and #28-6358 are designed for 
new construction use 


Fig. SKU: Description 

A 9401747 Single gang old work _ 
B97H5975 Double gang old work — 
C —_97H5975 Single gang new work — 
D  25H9398 Double gang new work —_ 

Low Voltage 

Mounting Bracket : 

The perfect alternative to electrical 7 = 

boxes, this single gang bracket offers § 


several advantages over conventional 
old work low voltage brackets. Unlike 
conventional brackets that require 
tracing a templeate, and cutting a 
rectangular opening with a drywall 
saw, this bracket mounts in a 3/4" 
round hole. Total installation time of 
this bracket in a finished wall is less : 
than one minute. Features: ¢Simple 3!" RL 
hole saw installation ePaintable flange Fits 14" t 

1'4" thick wall board Finishes with any single gang wall plate 
*Considerably more secure than standard old work brackets 


SKU: 72RGB86 «2.205 ecco wees wee ee a oo 


rT 


22 


i CM ELECTRONICS AUDIO/VIDEO 


Carlon 


PVC New Work Electrical Box 


Designed for installing electrical outlets and switches in new 
construction applications, these boxes are perfect for all 
aspects of home theater, security, data comm, telecom and 
CATV/satellite installation. 2%" depth is suitable for most 
conventional wiring applications. Captive nails and %" recess 
mark allows fast, easy installation. Four cable knock-outs are 
provided. Single gang. 


SKU: 11M2804....................000. 


Carlon 


PVC Old Work Electrical Box 


Designed for installing electrical outlets and switches into 
existing walls and ceilings, these boxes are perfect for all 
aspects of home theater, security, data comm, telecom and 
CATV/satellite installation. Standard 2%" depth. Attached 
rotating clamps allow boxes to be easily installed in a cut 
opening, requiring only a drywall saw and Philips head 
screwdriver. Single gang. 


SKU 95K297 2. cicsai's ance wanes detecsae ween’ 19.37 


Carlon’ 


Low Voltage Wall Mounting Brackets 

These brackets accept any single or dual gang wall plate. May 
be used for any Class 2 low voltage wiring application that 
does not require an electrical box. Open back design provides 
easier routing of cables, especially larger diameter coax. 


New Work Applications Only 
Units include captive nails, and large mounting tabs, allowing 
use with metal or wood studs. 


MCM Part # Description 

95K7264 Single gang 8.73 

95K7265 Double gang a 
Old work applications 


Units include rotating clips to securely attach to existing 
wallboard. Only tools required are a drywall saw and Philips 
head screwdriver. 


MCM Part # Description 
57J4915 Single gang 10.34 
57J4919 Double gang 21.24 


BS 


DATACOMV’ 
Adaptiplate™ Compatible Category 5e 


Keystone Jacks 
¢Color-coded wiring labels for T568A and T568B 
data cables UL listed 


Fig. SKU: Color 

A 5279147 Blue 2.56 
B 5279152 Orange 2.56 
C 5279154 White aa 


e. 


DATACOMV’ 
Adaptiplate™ Compatible Category 6 


Keystone Jacks 
*Color-coded wiring labels for T568A and T568B data cables 
UL listed 


Fig. SKU: Color 
A 5279137 Blue 411 
B 5279144 White 3.90 
= it a. 
4 Po) ; 
Ss - - 


DATACOMM" Recessed Pro-Power Kit 


elnstall power and hide A/V cables 15 Amp/125 Volt duplex 
receptacle ¢Two electrical outlet boxes °6' cord with rotating 
flat head 


SKU! 06X9287.... vc ievo ices ceee ines _ 


DATACOMV” 


Cable Pass-Through 
Wall Plate 


eLow profile fits behind the 
industry's thinnest mounts 

and TVs *Conceal low voltage 
cables that connect speakers, 
surveillance cameras, small 
displays and other components 
Face plate dimensions are 2" 

x 2" eBrush opening dimensions 
are 0.77" x 0.87" eldeal for 
HDMI, security, or speaker cable pass-through 

¢Metal mounting wings are attached to the plate for a secure 
installation ¢No low voltage mounting bracket required 


SKU: STACA714 os ccc conc wea er acaata eee oo 


DATACOMV’ 


Brush Plate Decor Insert 


with Decor Cover Plate 
eLow profile design fits behind the 
industry's thinnest mounts and 
TVs ®Conceal multiple low voltage 
cables behind your flat panel 

TV eEasily holds up to 6 cables 
eMounts flush with a décor style 
wall plate (included) *Mounts to 

a standard low voltage mounting 
ring, old work 


SKU: 31AC4715 ..... 5.16 


OC) 


DATACOMV’ 


Low Voltage Mounting Brackets 

eAdjusts to fit %"~1" thick drywall eMounting wings fasten 
against the back of the drywall as you tighten Quick and 
easy to install - for mounting low voltage cable plates 
Horizontal or vertical mounting 


SKU: Gang 
31AC4802 Single 1.29 
31AC4803 Double 1.35 


DATACOMV 
1 x 8 Telephone Module 


Add up to 4 phone lines to 8 locations in your home 

°8 telephone outlets for phone, fax and other devices 
eExpansion port for additional phone locations ¢|Includes 
RJ31 security port eColor coded 110 style punch-down 
connections 


SKU: 47V6958 2. c secs ve cseedebaceds dee 16.99 


DATACOMVW’ 
Cat 5e 8-Port Data Module 


Simplify and organize network wiring terminations *Non- 
bridged Cat 5e data board °8 standard 4 pair 110 IDC 
connectors ¢Standard RJ-45 Ports for up to 8 network 
connections ¢Requires the use of a network router or switch 


SKUPATYO5O2 6G ects eetasnaciarsenuads 17.99 


Visit newark.com for full list on all of the products 


100-Pack Breakaway 


Wall Plate Screws f 


Essential to keep handy when installing custom wall plates in 
any integrated home system. Screws are available in 

four colors to match industry standard colors. 2" length 
screws are scribed to be easily broken at 2" and 1" 
increments to allow easy breakaway length adjustment as 
needed in each unique situation. Sold in boxes of 100. White. 


SKU! GSMO3 28) 2.005005. cece ces tar teeta eet a 


-A.MIDLITE’ 
‘QUALITY CUSTOM PRODUCTS 


Wireport™ Grommet 
Pass-Through Wall Plates 


Identical to our other Wireport™ 
products, these single gang wall 
plates feature a grommet insert Se 
for added security and improved 
appearance. The grommet blocks 
the view of the wall interior as well 
as holds cable in place prior to 
connection to equipment. Available 
in white, ivory, black and almond, 
grommets also sold separately for 
insertion into existing single gang 
Wireport™ wall plates. 


SKU: Gang Color 

Wall plate with grommet 

63M0145 Single White 4.50 
63M0144 Single Ivory 4.50 
63M0143 Single Black 4.50 
63M0142 Single Almond 4.50 
32R8139 Double White 4.88 
32R8138 Double Ivory _ 
32R8137 Double Black 4.88 
Grommet only 

62M9661 Single White 0.84 
62M9659 Single Black 1.08 
32R8048 Double White 1.28 


ICORALLY 


Vinyl Grommet 
Assortment Pack 


elncludes a total of 28 


pieces *Assorted sizes: 4", Ze" and %" eBlack 


SKU: 3606331 


|C_ 


8808132 8808339 8802168 


5279053 or 


5278920 + 
A MIDLITE’ 
QUALITY CUSTOM PRODUCTS: 


Wireport™ Cable Pass-Through Plates 

eldeal in home theater and commercial sound applications 
where multiple cables are to pass through a finished wall, and 
not terminated at the plate 


SKU: Type Color 
8808132 Single gang White 3.42 
8808131 Single gang Ivory 3.42 
95K8330 Single gang Almond 3.42 
5278920 Single gang Lightalmond 3.42 
8808339 Double gang White 2.46 
8808337 Double gang Black 4.18 
5279053 Double gang Lightalmond — --- 
8802168 Decora White _ 
| 1 L 5 
— ) 
u \ ! 
\ } 


AMIDLITE | as 
Splitport™ Cable Pass-Through Plates 


Split plate design eases cables terminated with large 
connectors and enables plate to be installed after all 


MCM ELECTRONICS AUDIO/VIDEO 


<ORALIY Heat Shrink Kit 


eThis kit features high quality |CO-Rally heat shrink products 
and saves you 11% off list prices ¢72 pieces of the most 
popular heat shrink sizes and colors ¢6" length Kit contains: 


Size Black Clear Red White Blue Yellow Green 
Yo — «iG 4 4 


vA" 6 4 2 
x" 3 2 2 
Ys" 2 2 1 
y 1 1 1 
{" 1 1 1 
SKU: 3606605... 2.0. kee eee ee 
Receptacle 
— 


| 
i 


® 
Décor Receptacle and Power Inlets 
Use MIDLITE®’s innovative patent pending décor recessed 
receptacle and power inlet to install power behind your flat 
panel TV and audio and video devices. 125V, 15A. ¢Provides 
an affordable power solution for wall mounted flat panel TVs 
Perfect for retro-fit construction projects °Fits in standard 
14 cubic inch electric box *Can be used with remote surge/ 
power conditioner to HDTV eWhite 


eels are made. Available in white, ivory, black and SKU: Mfr. # Description 
seu 26R4319 4641-W Receptacle 12.92 
SKU: Type Color 74R2981 4642-W Inlet ‘ 29.72 
hai dene Hikers 95K8334__ Single gang White a4 
Variety Pack ipsa 72K6320__Doublegang White 5.28 
sana — pie ae aa sizes: A’ As", 2, 95K8874 Double gang Black 5.28 
SKU TSC4007 © cicacnd cece aes e aman nee 4.67 
ICORALLY 4' Heat Shrink Sections 
#Polyolefin heat shrink in assorted colors 
Size (I.D.) Black SKU:# Clear SKU: White SKU: Red SKU: Blue SKU: 
ve = 3607785 3607822 3607829 = = 
a 94B3117 3607786 3607823 3607796 — = 
% 94B3115 3607787 = 3607796 3607814 = 
Ker 3607779 3607788 = 3607798 3607814 = AMIDLITE’ 
vi 94B3116 3607789 = 3607799 3607816 = A MIDLITE Sure Rome 
% 3607780 = = 3607800 3607817 -. _ Power Port Kit 
val 3607781 36C7791 3607823 3607801 = _ *Install power and A/V cables behind your flat panel TV 
“setae serie scraza seven = 2 ee eneaecronee 
T 3607783 3607793 = = = —  #A2GESR-W 
Th 3607784 3607794 = = = 25 SKUBTARID79 sic, ccc cacecedyiccesew de on a 
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High Speed In-Wall HDMI Cables 
with Ethernet 


°CL3 in-wall rated and 3D compatible ¢4K support enables 
resolutions beyond 1080p *Ethernet channel supports 
transfer rates up to 100Mbps *Audio return channel eGold 
plated connectors and UL20276, CL3 rated 6.0mm PVC 
jacket 


SKU: Length Color 
85W1294 3 White “1.16 
85W1295 6 White 2.39 
85W1296 15° White 4.75 
85W1296 25' White 4.75 
85W1298 50' White 11.01 
85W1299 3' Blue 1.15 
85W1300 6' Blue 5.43 
85W1301 15' Blue 4.75 
85W1302 25' Blue 7.19 
85W1303 50' Blue 10.98 
85W1303 3' Orange 10.98 
85W1305 6 Orange _ 
85W1306 15' Orange _ 
85W1307 25' Orange _ 
85W1308 50' Orange = 
85W1309 3 Red 4.15 
85W1310 6 Red — 
85W1311 15' Red = 
85W1312 25' Red _ 
85W1313 50' Red 21.89 
Stellar®@) ahs® RedMere Chip 
Ultra Slim RedMere HDMI Z 
Cables (A, C, and D) 
eLighter, thinner, and more flexible 
HDMI cables with RedMere chip 
technology *Best suitable for behind display mounts, or 


anywhere with cable clutter Supports HDMI 1.4 and 4k 
video format @Available in HDMI A to A, Mini C and Micro D 
connectors *Outside cable diameter: 3.5mm 


Fig. SKU: Length Description 

A 54x9900_— 3’ A Male To A Male 8.89 
A 54x9901_—s «6 A Male To A Male 9.68 
A 54x9902 =: 10' A Male To A Male = 
A 54x9902_—s15' A Male To A Male _ 
B 54x9904 =6'——AMaleToMiniC Male --- 
B 54X9905 =15' AMaleToMiniC Male  -- 
C  54x9906 6° AMaleToMicroD Male -- 
C  54x9907 =15' AMaleToMicroD Male --- 


High Speed HDMI Cable with Ethernet 
°3D compatible ¢4K support enables resolutions beyond 
1080p Ethernet channel supports transfer rates up to 
100Mbps *Audio return channel HDMI male-to-male cable 
with 20# gold-plated connectors and UL20276 CM rated 
6.0mm jacket 


SKU: Length 

85W1324 1.5' 1.33 
85W1325 3' 1.60 
85W1325 6 1.60 
85W1327 10 3.55 
85W1328 12' 3.00 
85W1329 15° 4.17 
85W1330 25' 5.50 
85W1331 30' 6.50 


eS stelar®pons° 4 


Premium High Speed HDMI Cables Ia 


with Ethernet 

eHDMI-HDMI, blue metal hooded, gold-plated connectors, 
with 28 AWG oxygen free conductors and copper foil 
sheilding *High-resolution support of 3840 x 2160 (24Hz; 
25Hz; 30Hz) and 4096 x 2160 (24Hz) ¢3D/DVD/DVR/Blu- 
ray support @Black nylon braid on a black PVC (CL2) in-wall 
jacket 


SKU: Length 

85W1337 3 2.03 
85W1338 6 9.75 
85W1339 12' 5.89 
85W1340 25° 20.72 


stellar®@)| ahs® 


High Speed Swivel- 
Type HDMI Cables with Ethernet 


°3D compatible ¢4K support enables resolutions beyond 
1080p Ethernet channel supports transfer rates up to 
100Mbps ®Audio return channel *HDMI male-to-male swivel 
cable with gold-plated connectors and UL20276 CM rated 
6.0mm jacket 


SKU: Length 

2474095 6 exe 
2474096 15' 3.28 
Stellar@) Labs® 


Right-Angle HDMI Cable 


¢3D compatible ¢4K support enables resolutions beyond 
1080p *Ethernet channel supports transfer rates up to 
100Mbps ®Bi-directional audio with audio return channel 
eSupports new capabilities to push the boundaries of your 
high-definition experience *20K gold-plated connectors 
*Oxygen free, copper wire with a foil shield 


SKU: Length 

25AC4967 3 1.14 
25AC4968 6 _ 
25AC4969 10' 1.82 
25AC4970 15 2.69 


Mini Type "C" Male HDMI to Female HDMI 
Adapter 


eType "C" HDMI is used in most digital camcorders that utilize 
HDMI for video output *Allows for usage of standard HDMI 
cable 


SKU! SORSOBT gc cise td ha ee edd tae 


Ie 


Stellar®) ahs® 


Super Slim HDMI Cables with RedMere 
Super slim HDMI cable with TPE jacket ideal for travel but 
also great for behind flat screen TVs ®TPE jacket for flexibility 
and longevity 3.2mm outer diameter 


SKU: Length 
402974 9 
40Y2976 15 


ry 


Sil 


ss 88 


Stellaré 
Stellar®) ahs® Slim HDMI Cables 


Slim HDMI cable with TPE jacket *Great for tight spaces are 
for travel ¢3.6mm outer diameter jacket 


SKU: Length 
Black 

40Y2979 6 
White 

40Y2980 1.5' 
40Y2981 3 
40Y2982 6 


LG 


VANCO.. 
RedMere HDMI Cables 


°25% of the size of a standard HDMI cable allows for easier 
installations at long range *RedMere chip built into overmold 
allows for amplification and data speeds to exceed 10.2Gbps 
up to 100' 


SKU: Length 

93X7665 20' 

93X7666 25' —_ 
93X7667 35' = 
93X7668 50' —_ 
93X7669 60' _ 
93X7670 75' —_ 
93X7671 100' — 


a eS 
lO at 


High Speed HDMI Active In-Wall Cables 


Molded HDMI male-to-male cables eIn-line equalizer/ 
extender *Powered by HDMI source *Ethernet and audio 
return channel eGold plated connectors eldeal for extending 
HDMI cables for longer runs 


SKU: Length 
85W1314 75° 60.31 
85W1315 100' 72.14 


Visit newark.com for full list on all of the products 
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VANCO. Super Flexible HDMI Adapter 


Super Flexible Male to Female Cable provides the perfect 
adapter solution for any installation with the super flex flat 
HDMI °#24-16039 has right angle male end 


Fig. SKU: Length 

A 93X7751 6" = 
A 93X7750 1' = 
B 93X7749 6" _ 
Stellar@) bahs® 


High Speed HDMI Extension Cables EE 


°Gold plated connectors *HDMI high speed compliant eldeal 
for connecting digital displays such as HDTVs, plasma, DLPs, 
LCDs, and projectors *Supports 3D and 4K displays with 
120mtz refresh rate 


SKU: Length 

85W1349 3' = 
85W1350 6 5.59 
85W1351 10' 1.70 
85W1352 15: 2.13 


HDMI to DVI-D Dual Link Cables 


Allows you to interconnect DVI-D and HDMI equipment 
without the need for powered adapters. Features: Gold 
Connectors *HDMI and HDCP compliant *RoHS compliant 
eJacket Black e30awg wire *HDMI A male to DVI-D male 


SKU: Length 
43W7454 3 1.39 
43W7456 10' 6.63 


rao Sor 
HDMI Cable with Shape Memory 


¢Form the cable into any shape you would like *HDMI High 
Speed plug to plug leads eShape retaining memory, simply 
shape the cable as you like and it will retain the shape eTakes 


Stellar®@) ans® 


High Speed HDMI to 
DVI-D Single Link Cables 


eldeal for connecting your DVI-enabled HDTV display devices 
and HDMI digital video sources elmpedance matched and 
multi-layered EMI/RFI protection reduces cross-talk and 
ensures the best video signal possible 


SKU: Length 

2474144 6 2.80 

2474145 10' 1.95 

2474146 25' 15.98 
DVI Cables 


MCN is your source for high-quality DVI cables and 
adapters. MCM offers a wide range of DVI and DFP 

cables featuring single and dual link DVI-I, DVI-D and DFP 
connectors. They are fully recognized by the Digital Display 
Working Group (DDWG) which means you are getting a 
quality tested cable gauranteed to provide optimal DVI video 
reproduction. They are ideal for connecting all your DVI 
equipment, including LCD panels, digital projectors, plasma 
screen and HDTV systems. All cables are beige and feature 
a limited lifetime warranty to be free from defects in materials 
and workmanship. 


SKU: Length 

DVI-D male/male dual link 

95K8357 2M 6.99 

88H3303 3M 7.99 

88H3305 5M 9.99 

95K3853 8M _ 

DVI-D dual link extension 

95K8358 2M - 

1131760 3M _ 

DVI-I male/male dual link 

86H6899 2M 4.13 

95K8360 3M 11.99 

86H6897 5M _ 

DVI-I male to HD15 male 

95K8354 2M 9.99 

95K8355 5M _ 
54X9949 8611307 


54X9950 


HDMI to Mini-C and Micro-D Adapters 
Converts HDMI cables into Standard A, Mini-C or Micro-D 
interfaces *Various adapters cover all HDMI types *Gold 
connectors 


MCM ELECTRONICS WIRE & CABLE 


68Y0079 


68Y0080 


Stellar@) (ahs® 
HDMI Over Coax Extender 


eAllows transmissions of high definition HDMI signal over 
standard 750hm coaxial cable Max distance over 2,000 feet 
¢Frequency agile *Compatibility with resolutions up to 1080p, 
60Hz Units link using standard F connectors ®Each unit 
requires 5VDC/1A, AC adapters included ¢Transmitter and 
receiver sold separately 


SKU: Description 
68Y0079 Transmitter 126.92 
68Y0080 Receiver 120.25 


stellar®) ahs® 
High-Speed HDMI Couplers and Adapters 


°3D compatible ¢4K support enables resolutions beyond 
1080p Ethernet channel supports transfer rates up to 
100Mbps eAudio return channel *Multi-layer shielding to 
prevent EMI/RFI 


Fig. SKU: Orientation 
A 2474131 Straight-thru F/F coupler 5.92 
B 2474132 Straight-thru F/F 8.13 
swivel coupler 
C = 2474133 Straight-thru M/F 7.37 
swivel coupler 
D _52W8559 Upward M/F coupler 0.30 
E 528560 Downward M/F coupler 0.40 
F 2474136 Left-side M/F coupler 4.29 
G 2474137 Right-side M/F coupler _ 
H 2474138 360° M/F rotating coupler _ 
8671307 ~ 
2474143 


Stellar®) ans® 
High Speed HDMI to DVI Adapters 


°3D and 4K support enables resolutions beyond 1080p 


stress out of connections to devices eMoulded plugs and SKU: Description Multi-layer shielding to prevent EMI/RFI ¢24K gold plated 
strain reliefs 54X9950 HDMI A Female - Mini C = connectors 
SKU: Length and Micro D Male SKU: Descrption 
42X9500 3 — 54X9949 HDMI A Female - Mini C Male 7.38 2474142 HDMI female to DVI-I male 1.93 
42X9501 6 _ 8611307 HDMI A Female - Micro D Male 0.85 2474143 HDMI male to DVI-I female 1.04 
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6" 3.5mm Stereo Y-Cable e 
a ) d ee Female to Dual RCA Male 
tellar€é a> eAudio y-cable can split a signal or adapt from one connection 
@tabs® Slim Hi-Flex r= } to another ¢Nickel plated plugs *Fully molded connectors 
" id tI in relief ¢ 3) 
3.5mm to Dual RCA Stereo Cables PRS SiN ioe ee ee 
Highly flexible elastic polymer cable allows a very flexible i i 3 
jacket ¢3.5mm overmold is only 6mm allowing it to work with Premium 3.5mm to RCA Stereo Audio Cables SKU: 7376040 .... 2-02-02. 0+ eee eee eee 3:09 
any mobile device no matter the case eHigh quality 3.5mm stereo patch cables feature OFC center 
. conductor construction eRugged molded strain reliefs and 
SKU: Length : gold-plated contacts eMetalized hood and durable PVC jacket 
79X4023 1.5' 2.25 SKU: Length 
79X4024 3 2.65 6417454 15 = 
79X4025 6' 3.92 Ai 
6477455 3 4.61 
79X4026 12' 1.10 6477456 6 272 
79X4027 25' 8.91 6477457 10 1 5A 
6477458 15' 1.78 
6477459 30' _ 
Stellar®) ans® 
3.5mm Stereo 
Audio Cables 
*Bonded, tangle-free construction 
eLow signal loss PULSE 
SKU: Length Standard 3.5mm Mono “Y” Cables 
3.5mm male to male 3.5mm 3-pole stereo plug to two 6.35mm (%") mono plugs 
5279441 1% _ Stellar) Bap al as rings on pee in Aes plugs 
7 ellar eNickel plated connectors with black rubber strain reliefs 
ped : 20 @ Labs® *Helical shielded, PVC insulated cables 
0.93 A 
5279444 17 3.5mm Stereo to Dual RCA Audio Cable SKU: Length 
5 = Commonly used to connect stereo portable devices to 26W6350 1 
A conventional amplifier inputs ¢3.5mm three-conductor 26W6351 6 
5279446 50' _ male plug to separate L/R RCA male plugs *Manufactured ; = 
3.5mm male to female with high quality 80% shielded audio cable *Gold plated 26W6352 20 8.29 
5279452 50" connectors *Designed to greatly exceed performance of 
saa cables typically included with consumer electronic devices 
SKU: Length 
25AC4962 3 0.71 
. 25AC4963 6 0.78 
= -——_ eee 25AC4964 10 116 
—* Ne 50B5134 25AC4965 15' 1.27 
25AC4966 30' 2.74 
92B8589 
RCA “Y” Adapter Cables i 
Divides a RCA input into two outputs oe —— heTiaws 
SKU: Description ostik pla Digital patie ianaewin 
= °| media for transferring digi io signals with ni 
SOBS134 _—ACAjackto two RCA plugs 7.59 degradation from EMI/RF| interference «4mm cable jack 
92B8589 RCA plug to two RCA jacks 0.71 3.5mm to RCA Female diameter ¢Black PVC molded male-to-male connectors 
Use for connecting a 3.5mm line SKU: Length 
output to an amplifier or other RCA ! me 
type line input. 12" in length. Sones Db 7 wee 12 1.29 
= SKU! 34061795, 20 isc idk ae de eee 0. 6477400 q aa 
6477401 6 1.65 
3.5mm Stereo 6477402 9 2.70 
“Y” Cable 6417403 15' 3.71 
°3.5mm male plug to two 6477404 30' 2.19 


3.5mm female jacks 


SKU S892 74. secs oie hate a eredend Gadeaeeanns .2.59 
= 
= 
rme So vrRn 
Stereo Audio Extension Cables 
High-quality molded construction eDual RCA plugs to dual 
RCA jacks Color coded red and black 
SKU: Length 
26W6288 4 0.54 
26W6289 10' = 
26W6290 15" = 
1.2m Right Angle RCA Stereo Patch Cable 26W6291 25' — 1.2m RCA to RCA “Y” Cable 
SKU! 3603258): jo: wise aleve date Sai ieee 2.39 26W6292 30' _ SKU: 2500985 xo. ise cic tce die coe sie toe sie oie Sines 1.75 


Visit newark.com for full list on all of the products 
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Premium Stereo Audio * 
Cables 


*High quality stereo audio cables 

¢Spiral-shielded wire to protect the OFC conductor from 
EMI/RFI *Metalized RCA male-to-male connectors feature 
integrated strain relief Color coded and gold plated contacts 


SKU: Length 
6417436 1.5' 2.33 
6417437 3 5.71 
6417438 6' 6.41 
6477439 9 3.38 
6417440 15' —_ 
6477441 30' 8.77 

Stellar@) Lahs® 

Dual RCA Stereo 

Audio Cable 


Commonly used to 
connect consumer 
stereo audio devices 
eDual RCA male plugs color coded red and white on each 
end eManufactured with high quality 80% shielded audio 
cable eGold plated connectors *Designed to greatly exceed 
performance of cables typically included with consumer 
electronic devices 


SKU: Length 

25AC4976 6 _ 
25AC4977 10" 1.19 
25AC4978 19" 0.50 
25AC4979 39" 0.71 
25AC4980 6 1.29 
25AC4981 10' _ 
25AC4982 16° 1.30 


ed a oe 
Premium Toslink 
Optical Cables 

High quality optical cables for 
digital audio interconnections ¢The 
TOS type plugs have an attractive 
silver finish and gold plated inner pins 


. 
A 
oo” 


SKU: Length 

6417393 1.5' —_ 
6417394 3' 1.14 
6417395 6' 5.32 
6417396 12' 9.36 
6417397 20' 2.57 


rne Sowa 
Composite 
Video Cables 


eLow-loss, 750hm RGS59 coax wire 
eEMI/RFI resistant shielding ePure 


copper center conductor 


Male-Female 
Male-Male 


Stellar®) ahs® 


Slim 3.5mm Stereo Hi-Flex Cables 

High quality cable with flexible TPE jacket that gives a nice 
rubberized texture and flexibility to the cable Gold 3.5mm 
connectors feature a slim overmold that allows it to connect 
to devices with a low profile design 


SKU: Length 

Male to Female 

93X7752 3 1.16 
93X7753 fe 0.47 
93X7754 3 2.28 
93X7755 6 1.11 
93X7756 12' 0.92 
93X7757 15' 1.07 
93X7758 25° 1.88 
93X7759 50' 2.55 
Male to Male 

93X7760 6" 0.48 
93X7761 1 0.47 
93X7762 3 0.90 
93X7763 6 3.80 
93X7764 12' 0.93 
93X7765 15' 1.20 
93X7766 25' 1.82 
93X7767 50' 9.82 


rmne Sow 
Composite Video and Stereo Audio Cables 


*Bonded A/V patch cable Composite video plus dual RCA 
(stereo) audio *Nickel plated; molded RCA male connectors 


SKU: Length 

6477424 6" a 
6477425 10" _ 
6477426 1.5' = 
6417427 3 2.31 
6477428 6 2.03 
6477429 9 = 
6477430 15' 1.79 
6477431 23' _ 
6477432 30' _ 
6477433 50' 3.30 


rme Sov 
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Component Video Cables 

¢Bonded, tangle-free construction *EMI/RFI shielded, 
low-loss, 750hm video coaxial wire Long-lasting, corrosion 
resistant, gold plated barrel connectors with fully over- 
molded, custom tooled strain reliefs 


SKU: Length 
5279414 1.5 1.31 
5279418 25' 127.02 


rlrcie 


Mic Remote Volume 


—<- == 


Stellar 
@Lans® 3.5mm Flat 


Headphone Cables with Mic/Volume Control 
eTurns any headphone into a hands-free device eFlat audio 
extension cable with Microphone and volume control 
¢Convenient cable-mounted volume control eConvenient 
cable-mounted microphone eGold-plated 3.5mm plug with low 
contact resistance for secure signal transmission 


SKU: Color 

71Y5431 Orange _ 
71Y5432 Black _ 
71Y5433 Green —_ 
71Y5434 Blue —_ 


Stellar®) ahs® 
Braided 3.5mm Audio Cables 


*Choose from 3' and 6' with these stylish cables ¢Slim metal 
plugs for extra durability eTough nylon jacket resists snagging 
and tearing e28AWG Oxygen-Free Conductor (OFC) for 


SKU: Length Premium A/V Cable enhanced signal clarity 

gaT74it 6 De, “ubteres mechs Wecleaiovmecarees ot Length ae 

6477412 1.5' 0.99 molded strain reliefs for added durability Composite video, 84Y7888 3' White _ 
6477413 4 oes stereo audio inter-connections 84Y7889 6' White ce, 
6477414 6' = SKU: Length 84Y7890 3 Red = 
6417415 g' _ 6417442 1.5' 4.16 84Y7891 6 Red = 
6477416 15° 3.67 6477443 3' 2.00 84Y7892 2 Blue — 
6417417 25° _ 6477444 6 = 84Y7893 6 Blue — 
6477418 30' _ 6477445 9 _ 84Y7894 3' Black 
6417419 50' 11.89 6477446 15' —_ 84Y7895 6 Black 10.66 
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Stellar@) Lahs® 
20’ Hi-Flex %" Guitar Cables 


¢Made with highly flexible jacket, this “%" guitar cable is a 
perfect for the next gig, or as other applications *High quality 
cable and connectors give you noise- free signal transmission 
as well as a long lasting cable 


SKU: Color 

83X8070 Green eos 
83X8071 Blue = 
83X8072 White _ 
Stellar@) Labs® 


Y," 2 Pole Unbalanced Male to Male Cables 


2 Pole 4" male to male patch cable e24AWG low-noise 
cable ePE insulation and 90% spiral shielding *Serviceable 
connectors 


SKU: Length 
PVC Jacket - 6mm 0.D. 
42Y2421 18" = 
42Y2422 3 2.77 
“42y2a23.—“‘élSONOOOOUS MO] 
42Y2424 10' 7.13 
42Y2425 18 _ 
42Y2426 25' = 
Braided Jacket - 6.5mm 0.D. 
42Y2427 18" = 
42Y2428 3' = 
42Y2429 6 2.66 
42Y2430 10' = 
42Y2431 18 7.26 
42Y2432 25' = 


18' Tweed and 
Hosa Technology Cloth Guitar Cables 


¢Choose your favorite type with these stylish cables. 
*Serviceable, all-metal plugs for touring and other 
applications ¢24AWG Oxygen-Free Copper (OFC) conductor 
for enhanced signal clarity *Hi-density OFC braided shield for 
superior EMI and RFI rejection 


Fig. SKU: Mfr. # Type 

A 55X0221 = 8GT-18C2 — Cloth blue/ oo 
green/white 

B _55X0222 = 38GT-18C3_ Cloth red/green 36.45 

C  55X0223 = 38GT-18C4 = Cloth black/gold = --- 

D  55X0224 3GT-18C5 Cloth black/red = -- 


Hosa Technology 


Guitar Cables 
eHosa Guitar Cables are designed to provide years 

of dependable service *High-quality components and 
world-class manufacturing combine to deliver products of 
exceptional value *24AWG OFC 


SKU: Length 

87X3729 5' 15.45 
87X3731 10' 20.45 
87X3733 15° ase 
87X3737 25' 30.95 


Value Series Pro Audio Cables 

Great solution and value for your pro audio connections 
eLow-noise high end cable with standard molded connectors 
to provide lower cost 


Fig. SKU: Length 

3.5mm 3P Male-Male 

A 42Y2469 3' _ 
A 42Y2470 6' 3.26 
3.5mm 3P Male to %4" 3P Male 

B 42Y2471 3' 1.14 
B 42Y2472 6' 2.75 
Dual RCA Male-Male 

C 42Y2473 3' 4.35 
C 42Y2474 6 4.95 
Dual RCA Male to Dual 4" 2P Male 

D 42Y2475 3 4.86 
D 42Y2476 6 2.94 
3.5mm 3P Male to Dual 4" 2P Male 

E 42Y2477 3 1.58 
E 42Y2478 6 3.59 


Hosa Technology 


Standard 3.5mm Stereo “Y” Cables 


¢Nickel-plated plugs for rugged durability and efficient 
signal transfer eOxygen-Free Copper (OFC) conductors for 
enhanced signal clarity ©OFC spiral shields for effective EMI 
and RFI rejection and flexibility 


SKU: Length 
3.5mm male to dual 4" TRS male 
: 5277654 3' 12.95 
Hosa texiigol ™. 5277655 10° 18.45 
Se eee. . 3.5mm male to dual RCA male 
Straight to Right Angle Guitar Cables 5277656 3 12.45 
¢Hosa Guitar Cables are designed to provide years i =a 
7 of dependable service *High-quality components and 5277658 6 14.95, 
3-Pin XLR Connectors world-class manufacturing combine to deliver products of 5277660 10 18.45 
eEconomical 3-pin XLR connectors are ideal for most general exceptional value e24 AWG OFC 5277661 15 23.95 
purpose prosound and DMx lighting applications *Simple to is 7 
install, each connector has solder cup connections for quick SKU: Length 5277662 25 33.45 
cable termination ¢Plastic housing features internal screw 87X3730 5 16.45 3.5mm RA male to dual RCA male 
cable clamp and integral strain relief 87X3732 10' 21.45 5217657 3 12.95 
SKU: Description 87X3734 15" 25.95 5277659 6 16.45 
98Y0122 Male fo 87X3736 20' 28.95 3.5mm female to dual RCA male 
98Y0123 Female = 87X3738 25' 32.95 5277646 10° 18.95 


Visit newark.com for full list on all of the products 


3' Hi-Flex Balanced XLR Patch Cables 


*Made with highly flexible jacket, this XLR patch cable is a 
perfect solution for your audio/video/xlr applications *High 
quality cable and connectors give you noise- free signal 
transmission as well as a long lasting patch cable 


SKU: Color 


83X8065 Red _ 


83X8066 


Yellow _ 


Stellar@) Lahs® 
XLR Male to Female Cable 


°3 Pin XLR male to female patch cable 2 conductor 24AWG 
low-noise cable @PE insulation and 90% spiral shielding 
*Serviceable connectors 


SKU: Length 

42Y2415 18" 2.42 
422416 3 5.03 
42Y2417 6 6.59 
42Y2418 10' 7.76 
42Y2419 18 9.99 
42Y2420 25° 13.12 


rm Sowa 
XLR to 3.5mm Patch Cables 
Suitable audio and computer sound card connections. 


XLR 3-pin metal shell male to 3.5mm 3-pole stereo male 
connector. Pure copper conductors and molded strain reliefs. 


SKU: Description Length 

26W6442 Mono 6 _ 
26W6443 Stereo 6 1.00 
26W6444 Stereo 20' _ 


Stellar®) ahs® 
XLR Female to /4" Male Cables 


°3 Pin XLR female to 4" male cable e24AWG low-noise 
cable ePE insulation and 90% spiral shielding *Serviceable 
connectors 
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Stellar®) ans® 
RCA Male Connectors — 2 Pack 


eUnique design allows easier assembly and improved 
contacts @Reliable and durable metal shell ¢2 Pack (1 Red 
and 1 Black) 


SKU AAV 2A BD rcs sncidt cise mssreasiris xh ches reaver ad 125 


SKU: Length 

XLR to %4" 2 Pole Unbalanced 

42Y2433 18" 4.47 a 

a2¥2434 3 5.39 Stellar@) Labs® 

42Y2435 6 6.05 . 

42Y2436 10 = Professional Three 

A2¥2437 18 oss Fin DMA Gables 

422438 20" a pair of oi canios Much more reliable data transfer 

XLR to %" 3 Pole Balanced than standard XLR cables *Specifically designed for any 

42Y2439 18" 244 professional lighting control setup 

42Y2440 3 2.68 SKU: Length 

42Y2441 6 3.05 84R5365 3' 4.88 

42Y2442 10 = 84R5366 6' 2.79 

42Y2443 18' _ 84R5367 10° 6.01 

42Y2444 25' om 84R5368 15' 7.77 
84R5369 30' 9.01 
84R5370 50' 5.34 
84R5371 75' 7.24 
4670294 100' 19.38 

Stellar @) Lahs® 


XLR Male to 4" Male Cables 

¢3 Pin XLR male to 4" male cable ¢24AWG low-noise 
cable PE insulation and 90% spiral shielding *Serviceable 
connectors 


SKU: Length 

XLR to %" 2 Pole Unbalanced 

42Y2445 18" 4.47 
42Y2446 3 5.00 
42Y2447 6 6.06 
42Y2448 10' 3.18 
42Y2449 18' = 
42Y2450 25' 11.96 
XLR to %" 3 Pole Balanced 

422451 18" 4.51 
42Y2452 3 5.06 
42Y2453 6 6.15 
42Y2454 10° 3.49 
42Y2455 18' a2 
42Y2456 25' _ 


Hosa Technology Audio Insert Cables 
¢Nickel-plated plugs for rugged durability and efficient 
signal transfer ©Oxygen-free copper (OFC) conductors for 
enhanced signal clarity ©OFC spiral shields for effective EMI 
and PFI rejection and flexibility 


Fig. SKU: Length 
Ya" TRS male to dual 4" TS male 
Grolloce A 5278617 1 meter 14.45 
XLR “Y” Adapter Cables see ar©® Labs® professional A 5278619 2 meter 15.95 
eXLR connectors with internal strain 
relief for rugged reliability *©Oxygen-Free XLR Female to 4" Patch Cables ; alt ; meter ae 
Copper (OFC) conductors for enhanced eldeal for professional sound and stage applications, these metel - 
Hosa Technology signal clarity ©OFC spiral shields for cables are used to connect balanced XLR sources to Ya" RA TRS male to dual RA TS %" male 
effective EMI and RFI rejection and flexibility unbalanced inputs on mixers and amplifiers *High-quality, B 5278618 1 meter 4.76 
. . rugged and durable, these cables are constructed with noise- 7 
Fig. SKU: Length ae Lo-Z shielded wire, and terminated with reliable latch- %” TRS male to dual RCA male 
XLR female to dual male lock, 3 pin XLR connectors, and fully molded ‘4" 2-conductor C 5278846 1 meter 12.45 
A 5278908 6" 22.95 male plugs C 5278847 2 meter 15.45 
A 5278907 18" 23.45 SKU: Length C «5278848 3 meter 18.45 
XLR male to dual female 6174192 10' 6.49 C 5278849 4 meter 21.45 
B 5278906 6" 22.95 6170834 15' 7.99 Ya" TRS male to one XLR male and one XLR female 
B 5278905 18" _ 6174193 30' 9.99 D 5278606 4 meter 39.95 
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Adapters 
Fig. SKU: Finish 
ys" mono female to male XLR 
A 27C4979 Nickel 2.43 
A 95K9730 Gold _ 
y" mono female to female XLR 
B 8308412 Nickel 4.49 
yx" mono male to female XLR 
C 27C4981 Nickel _ 
C 96H5839 Gold 5.09 
y" stereo male to male XLR 
D 2704982 Nickel 3.16 
D 5139298 Gold _ 
y%' stereo male to female XLR 
E 2704983 Nickel 2.25 
RCA male to male XLR 
F 8308415 Nickel _ 
F 96H5843 Gold 3.72 
RCA female to male XLR 
G 8308422 Nickel 1.10 
G 2909178 Gold 2.89 
RCA male to female XLR 
H 8308431 Nickel = 
H 96H5849 Gold 4.67 
RCA female to female XLR 
J 8308437 Nickel 3.59 
J 2909176 Gold 5.19 


3-Pin XLR Connectors 


*Economical 3-pin XLR connectors are ideal for most general 
purpose prosound and DMx lighting applications ¢Simple to 
install, each connector has solder cup connections for quick 
cable termination ¢Plastic housing features internal screw 
cable clamp and integral strain relief 


SKU: Description 
98Y0122 Male — 
98Y0123 Female _ 


rme Sor 
XLR Connectors 
A range of professional 
quality XLR connectors 
available with colored 
strain reliefs and the 
option of 3, 4 or 5-pole 
inserts. Features: ¢Solder connections 

*Screw up collet ¢3 Element cable clamp *Color coded 
moisture glands ¢Max cable diameter: 8mm 


NEUuTRIK ConvertCON XLR 
Gender-Selectable Connector 


The world's first unisex XLR 3-pole male and female cable 
connector ¢Select male or female gender simply by sliding 
nickel/silver housing back and forth 


SKU! 40P5699) 2 go os cide nee ddaa ned 17.04 


NEUTRik 


Professional 
Right-Angle 
XLR Plugs 


eHeavy-duty, right 
angle RX series male 
and female 3-pin XLR connectors 
elmproved chuck-type strain relief eFive selectable cable 
outlet positions ¢Variety of casings with either gold or nickel 
contacts 


SKU: Housing Contacts 

Male 

42P4626 Silver Nickel —- 
42P4627 Black Nickel - 
Female 

42P4624 Silver Nickel _ 
40P5640 Black Gold _ 


NEUTRik 


Speakon® to 4" Jack 


*Convert four pole Speakon® plug to 4" 
monaural jack 


SKU: 40P5579.... 0.2... eee eee eee —_ 


NEOUTrRikKk 
%" Professional Phone Plug 


The heavy duty professional phone plug series improves on 
the design of the existing C series by offering the thinnest 
available A-gauge '" plug with unique Neutrik chuck type 
strain relief on the market. The slimline shell with a width of 
14.5 mm meets the most recent requirements for highest 
density jackfields (15.88mm jack pitch). 


Stell 
a™@.abs® Yq" Male Connectors 


eUnique design allows easier assembly and improved 
contacts eAdvanced strain relief ¢Reliable and durable metal 
shell 


SKU: Poles 
96Y0787 2 1.66 
96Y0788 3 1.37 


NEUTRik 


Speakon 


@ ® 


Reliable and extremely rugged ¢Touchproof contacts 
meeting safety requirements both IEC 65 and IEC 348, UL 
recognized and CSA listed 


Fig. SKU: Description 

2 Pole 

A 79X3531 Connector with latch lock 

B 05H5453_~—s Chassis D-size flange 

4 Pole 

A 92B2851 Connector with latch lock 

B 2904216 — Chassis D-size flange 

C _05H5454 ~— Chassis round flange 

. 95K6115 ~~ Lockable coupler 

8 Pole 

A _05H5455 ~— Connector with latch lock -- 

B 51F1809 = Chassis with nickel flange 9.26 
NEUTRIK 


4-Pole Cable Connector 
The industry-standard for 
loudspeaker connections offer 
extremely reliable and robust cable connectors with a 
reliable locking system. They feature solid contacts with 
screw-type terminals including a stranded wire protection 
which offer also solder termination. Features: ¢Current rating 
40A (continuous) *Up to 50 A audio signal, duty cycle 50% 
*Only 3 parts, easy to assemble High impact materials - 
long-lasting and reliable eEasy and extremely precise locking 
system "Quick Lock ®1 piece strain relief, chuck for 7 to 
14.5 mm cable O.D eIntegrated design guarantees "Made 

by Neutrik®" 


SKU: 45W8822..............0 2.00.00 08 


re | 


REARK! 

’" Phone Plug 

’" phone plug with long barrel and turned brass handle. 
SKU: Description 
9501977 2 conductor — 
05H6152 3 conductor _ 


SKU: Color SKU: Description 

3 Pole Plugs Mono NEUuUTRe< | 

26W6712 Black -—- 46W1220 Nickel contacts nickel shell -- 
———————————————— 3 D-L-1 Series XLR Connectors 

26W6704 Blue = 45W8836 Gold contacts black shell = Same size panel cutout for male and female connectors. One 

26W6709 Yellow = 46W1221 Nickel contacts black shell oa piece RF protected connector. Solder cup terminations for 

3 Pole Sockets Stereo easy assembly. 

26W6689 Black = 46W1222 Nickel contacts black shell = SKU: Description 

26W6698 Red _ 45W8837 Gold contacts black shell 7.79 05H5416 Female/3 pin _— 

26W6699 Blue _ 46W1223 Nickel contacts black shell _ 05H5422 Male/3 pin _ 


Visit newark.com for full list on all of the products 


Switchcraft* 


EH Connectors 
Provide stable, secure connections in panels where shock/ 
vibration or accidental disconnect may occur @Plug locks-in 
automatically upon insertion 


Fig. SKU: Type Conductors Locking 
Solder Contacts 

A 31AC3254 3.5mm_ 3 (Stereo) No 18.50 
= 31AC3253 3.5mm 2 (Mono) No - 
B _31AC3251 RCA 2 No 9.63 
= 31AC3280 1%" 3 (Stereo) Yes 9.02 
C 31AC3279 14" 2 (Mono) Yes 6.58 
Feed Through 

D = 31AC3250 RCA 2 No - 


Switcheraft’ 
AAA Series XLR Connectors 


*Easy two piece assembly Strain relief for a wide range of 
cables *Cable mount ¢Solder tabs 


Fig. SKU: Housing Gender Pins 
Silver Pins 

- 92H5785 ickel Metal Female 3 _ 
- 8109948 ickel Metal Male 3 _ 
A 31AC3052 Nickel Metal Male 4 _ 
2 31AC2981 Black Metal Female 3 4.15 
= 31AC2986 Black Metal Male 3 3.89 
- 31AC2982 Black Plastic Female 3 _ 
- 31AC2984 Nickel Metal Female 3 i 
- 31AC2987 Black Plastic Male 3 2.90 
B 31AC2989 Nickel Metal Male 3 es 
- 31AC2983 Silver Plastic Female 3 2.72 
- 31AC2988 Silver Plastic Male 3 _ 
Gold Pins 

= 31AC2980 Black Metal Female 3 5.95 
C  31AC2985 Black Metal Male 3 _ 
Switchcrafi* 

XLR Panel Mount 


*Quick release inserts eThe male and female E Series fit into 
the same panel cut-outs 


Fig. SKU: Gender Pins 
A _50B5027 ‘Female 3 (Silver Pins) --- 


B 31AC3286 Female sialt Pins) 5.42 


C _31AC3219 Male 3 (Silver Pins) 5.04 
D _-31AC3289 Male 3 (Gold Pins) 6.20 
- 31AC3285 Female 3 (Silver Pins) 4.87 
- 31AC3284 Female 3 (Silver pins) _ 

7 31AC3288 Male 3 (Silver Pins) 4.82 
- 31AC3287 Male 3 (Silver pins) 4.65 


Black 


Nickel 


Switcheraft® 


¥," Female Cable Mount Jack 


e2- and 3-conductor jacks mate with standard commercial 
phone plugs @Sturdy cable clamp strain relief ¢All internal 
parts are interlocked 


SKU: Housing Conductors 

Solder Contacts 

40K2245 Nickel Metal 3 (Stereo) loo 

31AC4491__ Nickel Metal 3 (Stereo) 13.14 

31AC4914 _Black Plastic 3 (Stereo) 8.20 

31AC7669 —_ Nickel Metal 3 (Stereo) 11.95 

31AC4480 _Nickel Metal 2 (Mono) = 
( 
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Switchcraft° 
4" Guitar End Pin Jacks 


eLong threaded bushings Solder terminations 


31AC7672 —_Nickel Metal 3 (Stereo) = Fig. SKU: Housing Circuit 

Screw Terminals 3 Conductors (Stereo) 

31AC4909 _Black Plastic 3 (Stereo) 9.95 A __31AC7666 Brass Open 

31AC4490 _Nickel Metal 3 (Stereo) = B _31AC7674 Black Chrome Double Open 10.34 

31AC7671 —_Nickel Metal 2 (Mono) 19.58 - 31AC4507 Nickel Double Open 12.41 

31AC7673 —_ Black Plastic 2 (Mono) = 2 Conductors (Mono) 

31AC4495 _Nickel Metal 2 (Mono) 8.00 C _31AC7675 Brass Open 9.20 
D = 31AC7676 Nickel Open - 


Switcheraft° 
Ya" Commercial Plugs 
Fig. SKU: Housing Conductors 
Solder Lugs 
A 2701265 —_—~Plastic (Black) = 2(Mono) — -- 
B -94B3290 _— Brass 2(Mono)  -- 
- 27€1266 ‘Plastic (Black) 3 (Stereo) -- 
- 39F767 Brass 3 (Stereo) 7.79. 
- 31AC7667 —Nicke 3 (Stereo) 31.14 
7 31AC5337 icke 3 (Stereo) --- 
- 31AC7677 _Nicke 2(Mono) -- 
C 31AC4536 Plastic (Black) 2(Mono)  -- 
= 31AC4537 Plastic (Black) | 2(Mono) -~ 
= 31AC4538 Plastic (Black) | 2(Mono)  -- 
- 31AC4539 —_Nicke 2(Mono) — --- 
D _31AC4535__Nicke 2(Mono) 6.65 
- 31AC4628 Plastic (Red) 3 (Stereo) 5.53 
- 31AC7679 —Nicke 2(Mono) 4.66 
- 31AC4634 —_ Nicke 2(Mono) 4.82 
- 31AC4635 —_Nicke 2(Mono) — --- 
- 31AC4633 —_ Nicke 2(Mono) 4.73 
Screw Terminals 
: 31AC4636 —Nicke 3 (Stereo) -- 
31AC4629 _ Nicke 2(Mono)  -- 
- 31AC4604 Plastic (Black) 2(Mono) 4.54 
E  31AC4615 ‘Plastic (Red) 2(Mono) 4.15 


Switchcraft® 
Ya" Right Angle 
Plugs 


eLarge terminals for easy wiring eThree piece assembly 
*Solder tabs ¢Cable mount 


Fig. SKU: Housing Conductors 

Flat 

A 31AC4599 Nickel 3 (Stereo) 

- _ 31AC4598 Plastic (Black) 3 (Stereo) = 
-  31AC4600 Plastic (Red) 3(Stereo) 6.42 
- _31AC7678 Plastic (Black) 2 (Mono) _ 
B  31AC4585 “Plastic (Black) 2 (Mono) 

Round 

- 9708788 Nickel 2 (Mono) 

C  66H5243 Nickel 3 (Stereo) 


31AC4498 


31AC4496 


Switchcraft* 


Ya" Open Frame Jacks 
eLittel-Jax phone jacks mate with standard commercial phone 
plugs *Solder termination 


SKU: Conductors Circuit 

8502462 2 (Mono) Closed _ 
30K6201 3 (Stereo) Double Open —_ 
30K6192 2 (Mono) Open _ 
9202301 3 (Stereo) Switching _ 
31AC4498 3 (Stereo) Switching _ 
31AC4497 2 (Mono) Transfer 7.53 
31AC4496 2 (Mono) Double Open 6.52 
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re So vRri_* 
Female RCA Jacks 


°Female phono jack *Gold- 
plated eSolder connection 


SKU: Color 


re So vRAna 
RCA Sockets 
°Gold plated RCA sockets for high 


6779853 Red - quality audio and other uses 
0.94 
SKU: Color 
67Y9854 Black 1.15 D6WG650 Black 
26W6651 Red 
26W6655 White 


RCA Jack Bulkhead Couplers 


¢.375" mounting hole 


Rape n eae eee SKU: Description Plating 
rr So Nr 40T6280 1 red, 1 white Gold 5.69 
Female RCA Jack 4076282 2 orange, Gold 5.69 
eFemale phono jack *Black metal body *Gold-plated 5612520 1 red, 1 white, 1 yellow Nickel 6.69 
connections *Solder connections *Cable strain relief ¢Max ; * - 

5672519 2 yellow, Nickel 4.39 


cable diameter .27" eWhite 
SKUEG7Y 98565. « eiicek accents Sine sodeas — 


rhe Soi vr 
Panel-Mount Female 
Phono Jacks 


Female panel-mount phono ; . RCA Type Jack - 
jackeConnection Type: Solder *Cutout Diameter: .31 peas be sat RCA Type Compression Connectors 
SKU: Color elnstalls quicker with same performance as soldered For 
67Y9857 Red 2.16 SKU: 3808950................0020004. 1.59 home theater video and RF Dolby interconnects ¢Install with 
67Y9858 White Tr compression tool #22-3251 
67Y9859 Black 2.18 SKU: Color 
67Y9860 Yellow ae RG-6 
67Y9861 Blue 2.30 95K9743 Red 
95K9745 Blue 
95K9746 Yellow 
95K9747 White 
RG-60 
95K9740 Blue 
95K9751 Yellow 
RG-59 
2250767 Black 


rneo So vrRn 
90° PCB-Mount Female Phono Jack 


*Gold-plated, PCB-mount, female phono jack with colored 


housing for identification. Supplied in packs of two pieces 
*Connection Type: PCB 
aay MCM Part # Color LA 
67Y9873 Black oo 
Panel-Mount Female Phono Jack 67Y9876 Yellow — 7255129 
*Gold-plated panel-mount female phono jack, with colored 
insulation for identification ¢Connection Type: Solder «Cutout 
Diameter: .37" 
SKU: Color 
67Y9863 Red 0.78 stalar®) 
67Y9864 White 1.18 Stellar 
25AC5018 Black = @.abs 
67Y9865 Yellow 0.82 RCA Miniature 
6779866 Blue ms Coax Compression 
679867 Green _ | Coasecinns 7255124 
a Mini coax compression 
ia connectors are quicker and 
a WY easier to install. They provide 


the same durable performance 

as solder type without the hassels. Use these connectors 
to create high quality, minicoax jumper cables for your 
home theater and structured wire interconnects. Stellar 


Gold Plated Gold Plated RCA Chassis Mount Sockets - Labs will make your installation a snap when you use the 
universal compression tool #33-9710 and the adjustable 
RCA Type Plugs Colored minicoax stripper #33-9715 with the minicoax compression 
*Spring-type strain relief ¢0.219" @REAN RCA panel jacks are all gold plated and color coded connectors. 
internal diameter ie SKU: Color SKU: Descrption 
SKU: Color 45W8881 Black _ 7255129 Black individual connector _ 
94B2732 Black 1.59 45W8882 Red — 95K9767 Yellow individual connector J 
94B2734 Red 1.59 45W8886 White 2.69 7255124 Compression tool _ 


Visit newark.com for full list on all of the products 
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rme Sora 


Loudspeaker Terminal Posts 


sy , ¢Panel mount loudspeaker terminals which have combined 
. : screw clamp and a 4mm top entry hole for banana plugs 
Audio Couplers Feature M6 mounting threads, insulating washers, gold 


Stereo couplers work in both stereo and mono applications plated with black or red colored rings and solder tags ¢Cable 

Banana Plugs *Available in metal and molded plastic entry: 5mm O.D. max. 
and Binding Posts Fig. SKU: Description Body SKU: Color Coding 

Fig. SKU: Description A 26K2917 2.5mm Metal = 26W6764 Black 

Banana Plugs B 98H0312 3.5mm Metal 0.89 26W6765 Red 

A 3901177 Black 0.89 C 11J0166 3.5mm Plastic 0.51 

A 3901176 Red 0.89 D 4076287 3.5mm Metal 2.27 

B _94H6918 _ Black solderless 0.46 F 4076284 3.5mm Plastic 2.69 

B _94H7155__Red solderless 0.46 


Banana Sockets 


C _95K9734 __ Black long = A 
C _27K6090 Red long —_ =. 
D  50H7716 Black short — Cc 
D _50H7713 Red short = B _—- 
E _50H7714 Black inline 0.89 —_—_— Wi ~ MCMeusiow AUDIO 
E _50H7715__ Red inline 0.89 j ae . 
Binding Posts 3.5mm = ened ee dare rfect fi | f up to 1" 
——- * eMini & Si < ended thread length is perfect for enclosures of up to 
F__92B7650 _Dual binding post 2.84 ee =m thick. External connection atures a 8.5mm sen: port 
G 3808836 Black 1.43 . : : Se which acccepts spade lugs, bare wire up to SAWG or banana 
G  38C8837 Red 0.07 Fig. SKU: Case Type Description plugs. Sold in pairs, color coded red and black. 
Banana Adapters : A__ 0601018 Plastic Mono In-line male 1.09 SKU: 54K3403 2.0... eee eee eee 10.41 
H  92B7652 Dual plug to BNC female 589 A _51B410 Plastic Stereo In-line male _0.98 
rT ; B 2907998 Plastic Mono In-line female  --- 
3 Dual bindin t to BNC mal 
: Spee PIMA Mer eee 60 B 3809366 Metal Mono In-linefemale -- 
C 


80R5832 Plastic Stereo Chassis 0.69 e* eo 


rne Sov 
4mm Terminal Posts 


Terminal post for 4mm banana plugs or 6mm spade 
terminals ¢M4 Mounting thread Hard plastic screw covers 


CLLLLL| 


” — : eSolder tag 
: ; _ yy* SKU: Color 
3.5mm In-Line Audio Jacks 8611707 Black 1.08 
Stereo, open circuit. Features strain relief. Minimum ten 8611708 Red Dai 
per a 4" Adapters . 
Bs ESernuan Fig. SKU: Description Type 

Plastic Handle Plastic Case 

ante are. ee pe 20.98 A 50B5142 %" female to %" female Stereo: 0.74 

3BCBSI0 a cn a vated = B _50B5158 3.5mm female to “" male Mono 0.53 

Metal Gh 90rd plate = B _98B8695 3.5mm female to # male Stereo 0.58 

9889269 Nickel plated o,  e a 

98B9270 Gold plated _ 


C  38C9374 Two %' Female to %" male Mono 1.69 ee ee ee 
ed SS ee 
4mm Banana Plug - Gold Plated 
¢Connector can be used as a plug or a socket *Gold plated 
B connector ¢Screw termination 


= AL a ji" SKU: Color 
ep. 8611731 Red 2.02 
™~ wy 861732 Black 1.18 
= 
3.5mm Audio Plugs 


Connectors feature strain reliefs 


SKU: Descrption ’" Phone Plugs 

Mono Fig. SKU: Type Description 

3808900 Black, nickel plated 0.89 Metal Case Z 

3808901 Red, nickel plated 0.98 A 3900617 Mono Solder, internal 0.87 rhe Sov 

25C0759 Black, gold plated 1.34 strain relief 4mm Banana Plugs 

Stereo B _38C8870 Mono Solder, right angle 0.23 ¢Screw terminations ¢4mm Side hole for multiple connections 
1101416 Black, nickel plated 0.42 Plastic Case *Gold plated contacts 

2701264 Red, nickel plated ar C 38C9340 Mono Solder, internal strain relief 1.29 SKU: Color 

1906693 Black, gold plated _ D 38C8869 Mono Screw, right angle 1.29 8671699 Red 1.79 
1906706 Red, gold plated _ C 39C0618 Stereo Solder, internal strain relief 0.90 8611700 Black 1.26 
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BNC Type Compression Connectors 

*BNC type compression connectors are quicker to install 
and in many cases out perform hex crimp BNC connectors 
Use these connectors for home theater, video applications, 
surveillance and test equipment 


SKU: Color 

RG-6 

92H7229 Black 2.24 
07J1531 Red 2.59 
0731538 Green _ 
08J5147 Blue 2.33 
95K9755 Yellow 2.24 
RG-6 Quad Shield 

95K9759 Black = 
95K9761 White = 
RG-59 

71H6329 Black 2.49 
95K9762 Green 2.24 
71H6340 Blue _ 
71H6334 White _ 


BELDEN 


SENDING ALLTHE RIGHT S 


Snap-N-Seal® 
ProSNS™ 
Universal Hybrid 
Compression Connectors 


Provide the industry's easiest to install, high-performance 
compression connector ¢Non-blind entry (disposable guide 
sleeve for F's and sliding pin for RCA/BNC) ¢Plastic sleeve 
is up to 50% easier to compress than all-brass connectors 
Eliminates water migration through proven design features 
of multiple O-ring placement Belden compression tool #22- 
20490 recommended 


eos, I 


Fa Removal Tool 


Barrel is precision machined from high strength tool steel 
*Use to insert and remove BNC connectors in tight areas 
eWider barrel slot fits over thicker cables #8" length 


SKU! 26V 85265: ei dwaneat eins eenerenitia wen 22.44 


SKU: Mfr. # Description Color Band 
RG6 
06X5398 FSN6U F-Type Green --- 
06X5396 FSNS6BNCU BNC Green -- 
06X5397 FSNS6RCAU RCA Green 4.18 
RG59 © TM 
06X5395 FSNSS9U __F-Type fed... Amphenol’ RFX™ Bnc Type Adapters 
06X5393 FSNSS9BNCU BNC Red 7.26 Fig. SKU: Description 
06X5394 FSNS59RCAU RCA Red 3.50 A 05H7927 ‘Female BNC to female _ 
BNC, bulkhead mount 
A _96H7066 ‘Female BNC to female BNC _ 
A 50B5147 ~—- Female BNC to female BNC -_ 
50ohm 
B= 24€5903 —sRight angle BNC adapter — 
C 2207194 BNC “T” adapter — 
BNC Type Adapters 
Fig. SKU: Description 
D 2908772 ~=Male BNC to male BNC 1.70 
BNC Type A 93B1791 Female BNC to female BNC 3.22 
Connectors B  50B5150 — Right angle BNC adapter 5.11 
Fig. SKU: Description Type E _50B5214 —_ Female BNC to male RCA 1.49 
A 3809367 Male crimp-on RG-58 1.59 F 94B1051 ~~ Female RCA to male BNC 1.39 
A 51B411 Male crimp-on RG-59 1.43 G 92B0461_ ~—‘ Male BNC to male RCA 2.72 
B 2705873 Male twist-on RG-59 — H  94B1072 Female BNC to male “F” 3.18 
B _38C8861 Male twist-on RG-58 _ J 64R4874 ‘Female “F” to male BNC 1.49 
C 3809364 Female twist-on RG-59 _ (750hm/500hm) 
C 3808860 Female twist-on _ RG-58 _ K__50B5144 Female BNC “T” adapter 5.07 
D  39C0606 Chassis mount —- 3.30 L 0731940 “F” female to BNC 0.93 
female female Gold 
E 8801434 Hex Crimp RG-59 _ M  41J2693 — BNC male to “N” female 3.20 
E 8801435 Hex Crimp RG-6 — N  92H5006 “N” male to BNC female 8.75 


rhe Sov 


BNC Male to Threaded 

F Female 

°Gold-plated contacts 
SKU: Body Material 
67Y9232 Nickel-plated brass = 
96Y0779 Zinc 0.32 


rme Sov 
BNC Female to F Male 
eNickel-plated brass body 


SKULG7Y9288 6 co sroncie drayoce acon! crate emcees _ 


rhe So vn 


BNC Male to Phono 

Male Connector 

°Gold-plated contacts 
SKU: Body Material 
67Y9240 Nickel-plated brass _ 
96Y0780 Zinc _ 


re Sowa 
PAL Female to F Type 


Female Connector 
¢Nickel-plated brass finish 


SKUEB7YG2AN jo ieccd steed otra eciek oewield 


rao SoNwri 
F Type Female to PAL 


Female Connector 
Zinc body 


SKU267Y9202 eo :cc2 caien ees eens es = 


rane Sowa 
N Type Female to UHF 
Male Adapter 


eNickel-plated brass housing 
*Gold-plated contact pin 


SKU 67Y9250 ooo. ice eecece dines Gn eee Ge tee Sine 8. 
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rho Sow 
F-Type Male 
Compression Connector 


eldeal for satellite and home theater installations 


SKU: Description 

8611650 RG6U = 
8611651 RG59U — 
BELDEN Snap-n-Seal® “F” 


Compression RG-6 Connector 

¢One connector for 6 Series SCTE specification 

drop cables including 60% braid, tri-shield and 

quad shield eTrue 360° compression onto cable 

ensures superior RF shielding performance 

°Quad-sealed system prevents moisture migration 
Incorporates an iridescent chromate finish 

plus UV resistant plastic and O-rings to provide a reliable, 
environmentally sealed product ¢Cable retention exceeds 40 
Ib. minimum as specified by the SCTE eMfr. #SNS1P6 


SKU! 2716104). coca eee ddade eee Pe 


BELDEN © 


SENDING ALLTHE RIGHT SIGNALS 


Job Packaged Snap-N-Seal Connectors 
For big home theater and satellite installation jobs, buy the 
Snap-N-Seal connectors in packages of 50. 


SKU: Cable Type _ Description 

52Y1358 RG-59 W/O nut seal ee 
05H6814 RG-6 W/O nut seal = 
05H6399 RG-6 With nut seal _ 
54W8496 RG-6-QS W/O Nut Seal _ 


Pencech, 


Premium 
Weatherproof PPC 
“F” Connectors 


eMoisture-tight patented design @Universal on all 
60%-braided coax cable up to quad; PE, PVC jacket eOne- 
piece construction Physically contoured parts for easy 
identification 


Fig. SKU: Mfr. # Cable Type 

A 2776373 = EX6XL RG-6 universal. --- 

DirecTV approved 

B 2776374 ~~ EX6XL-P RG-6 universal ~ 
plenum 

C 2776372 = EX11 RG-11 ~ 


Penge, 


50-Pack RG6 Universal 
Compression Connectors 


eHigh quality RG6 universal compression 
connectors 


SKU! 68X4475 oo oo ecc ieee cies ice dre ee co 


100-Pack RG-6/U st 
Connectors 


Using a conical or “swage” type crimp tool will make 
this connector weatherproof *“O” ring seals nut against 
moisture. RG-6 connector is suitable for quad shield also 


SKU: 43K8765 . 0s scent eedeceeseedewen 20.91 


ed 0 oe 


10-PackRG6 and = 4 > oy 
RG59 Hex Crimp “5 
Connectors gS 


eHex crimp “F"connectors 

for antenna, satellite and cable television 

installations *Nickel connector with large surface on the 

nut for “finger” tightening the connector *Configurations 
available for indoor or outdoor use include “O” ring seal in 
the nut and silicone gel in the ferrule eUse with standard hex 
crimp tool (#22-100) ¢10 Pack 
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Weatherproof 
Compression “F” 
Connectors 


Compression design prevents 
moisture from entering from the 
rear of the connector e"O” ring 
keeps moisture from entering through the nut e¢Use with #22- 
3250 compression tool 


SKU: Description Color 
9706749 RG-6 Black 0.72 
01H8411 RG-59 Black 0.38 


gf @ 


Electronics LLC 
Superlok™ Compression Connectors 


The Superlok™ series compression connector utilizes 

two independent compression points to seal and hold the 
coaxial cable to the connector. The patented viewing window 
allows users to determine when complete cable insertion 
has been achieved prior to compression. Features: eAll 
Metal Construction eDual O-Ring Moisture Sealing (F Type) 
ePatented Viewing Window (#6,929,508) elnterchangeable 
Internal Grip Ring ¢1 Piece Fixed Pin For BNC & RCA 


SKU: Mfr. # Connector Type 
Fig. A: RG6 
78Y7381 SLCU-6-1 FE 


78Y7380 SLCU-6-0-1 (triple O-rings) =F 


95Y4035 SLC6-BNC-1 BNC 

95Y4036 SLC6-RCA-1 RCA 

Fig. B: RG6 Quad Shield 

78Y7382 SLCU-6Q-1 F = 

78Y7383 SLCU-6Q-0-1 (triple O-rings) F ~ 

Fig. C: RG59 

95Y4033 SLC59-BNC-1 BNC - 

78Y7379 = SLCU-59-1 F _ 

95Y4034 SLC59-RCA-1 RCA -- 
A B Cc 


SKU: Description 
79X4038 RG59 0.70 
79X4040 RG6 — 
79X4041 RG6 with O-Ring 2.03 
79X4042 G6 with O-Ring and Gel — HOLLAND 
Electronics LLC 
Universal Compression Connectors 
The MCV Universal Compression Connectors fit a 
wide variety of coaxial cables that vary in size between 
2776738 2776737 manufacturers. Some differences often include thickness 
D | R ECTV @ E 3B of jacket or diameter of insulation depending on variance in 
materials used in the cable manufacturing process. Features: 
APPROVED = All Metal Construction eOne Universal Connector for each 
a Series of Cable (Including Plenum) ¢One-Piece Connector 
ThomaséBetts GEL > Great for Security and Digital Video Installations *Easy 
———=—— Weath f Hic h Insertion *Patented Viewing Window 
Snap-N-Seal Connectors eatherproof Hig SKU: Mfr. # Cable Cable Diameter 
Environmentally sealed nickel plated “F” connectors for Performance “F Fig. A: “FT 
use in harsh environments. Unique 360° compression seal Connectors Ig. A: ype 
keeps water from seeping into the shield. The optional nut : _ 78Y7227 — F59-MCV RG59 5.8~6.1mm — -- 
seal provides moisture protection to the entire connector. *Ridgeloc360 F-type connectors feature a precision 78Y7228  F6-MCV RG6 5.8-6.1mm. -—- 
Snap-N-Seal connectors are quickly becoming the standard machined body with patented compression ridges ensures —— 
for the CATV and SATV industry. Must use the #33-1792 weatherproof seal *Designed for CATV and broadband Fig. B: BNC Type 
installation tool to attach the SNS connector. RG-11 installations *The Anytool™ design works with ANY standard 78Y7178 BNC59-MCV RG59 5.8~6.1mm =~ 
connectors are sold individually. Ten per package. compression tool (#27-5825) 78Y7179 BNC6-MCV RG6 5.8~6.1mm  -- 
SKU: Cable Type _ Description SKU: Mfr. # Cable Type 78Y7180 BNC6-MCVL RG6  6.6~7.4mm_ --- 
92B8582 RG-6 W/O nut seal — 2776738 =PV6UE-05 RG-6 universal cose Fig. C: RCA Type 
05H6812 RG-11 W/O nut seal = (DirecTV approved) 78Y7338 = RCA59-MCV RG59 5.8~6.imm — --- 
05H6813 RG-11 With nut seal — 2776737 = PV59-PV RG-59 _ 78Y7340 RCAG-MCVL RG6 6.6~7.4mm_—--- 


= MCM ELECTRONICS WIRE & CABLE 


“F” Couplers 
Fig. SKU: 


Description 


67Y9847 100 Pack w/hardware (3GHz) —_ --- 


67Y9848 — 25 Pack w/hardware (3GHz) _ 


67Y9849 —1PC w/hardware (3Ghz) _ 


67Y9298 100 Pack w/hardware _ 


67Y9299 25 Pack w/hardware _ 


OQ) DO) oa) >| >} > 


67Y9302 25PK w/knurled barrel _ 


“F” Connector Coupler F81 - 


Gold 

*Gold plated -) 
SKU: Description 
4074735 3 GHz Hex 4.62 
4014736 3 GHz Knurled _ 


re Sow 
10-Packs of “F” Type Adapters 


eAdapt an F Type coax cable to multiple different ends with 
these high quality adapters @All priced per 10-pack 


Fig. SKU: Type 

A 98X7791__-F-Male Right Angle 7.99 
B 93X7792 _ F-Female to F-Male Pushon _ 
C _93X7793__-F-Female to RCA-Male 5.13 
D = 93X7795.) = 750hm F Type Terminator sa 


“F” Type Adapters 

¢#27-5670 right angle adapter 

Fig. SKU: Description 

A 64R4874_ Male BNC to male “F” “1.49 
B 74R4957_~—- Female RCA to male “F” 2.18 
D _67R9363_ Female “F” to male RCA 0.48 
E 3900542 Female “F” to male 3.5mm 1.89 
F 74R4956 Right angle “F” adapter 0.48 
G 4074739 — Right angle push-on 1.95 
H  99B2196 = “F” type 75ohm terminator 0.51 
J 10J8301  “F” male to “N” female-nickel = --- 


RF Adapter Kit 


©30 piece Kit Each series contains two male and two female 
interfaces plus six standard screw couplers *Allows male to 
male, female to female and female to male adapters for any 
series *Zippered soft leather case Adapters for BNC, UHF, 
Mini UHF, N ,TNC, and SMA series ¢Nickel plated conductor 
bodies with gold plated center contacts 


SKUSTOM9B79.. ccc eect eee eden eeeeex 171.20 


Stellar®) ahs® 
“F” Type 90° Male Connector 


¢Connection type: Solder ¢Strain relief 


DL (URC A (2723) Pee ae ae eee oo 


rae SowvrRna 
F Connector T-Adapter 
°F-female to 2x F-female *Zinc body 


SKU! BGI S09S «2c seis case sae vane eacdsd be al te _ 


— 
a 


FME Female Crimp Connector 
*Gold-plated center pin eSuitable for RG58 cable 


SKU: 67Y9283 ..... 02.0... 0.02. e eee oo 


SMA Adapter 


eThe connector has 50 Q impedance elt offers excellent 
electrical performance from DC to 17GHz 


Fig. SKU: Description 
A 43W8064 Female to TNC Male _ 
B 42X4421 Male to TNC Female 8.80 
C 43W7268 Male to N-Type Male _ 
D  _43W7276 Male to N-Type Female 9.51 
E 43W7275 Female to N-Type Male —_ 
F 43W7273 Female to UHF Male 8.13 
G = 437271 Male to BNC Female 10.17 
H  43W7272 Female to BNC Male 2.26 
J 43W7274 Female to BNC Male —_ 
— - 
sai 
ial | 
1000' Category 6 sae 


Riser Bulk Cable Ie 
Four pair 23 AWG solid bare 
copper conductors eInsulation: s 
HD-PE Outer jacket material: . 
FR-PVC Suitable for VOIP 

and Telephony *UL 1666 CMR 
approved *EZ Pull box eBlue 

eMfr. #PVCAT6ECMRRIBBLU 


SKU: 78V 7394. 3 ccccies cee reece ween _ 


Store cable box in upright 
ISIC mn Sa position and dry condition 
4 for best results. 
: category § Wi 


1000' Roll - Category secret tase 


& 
6 Plenum Bulk Cable <= 
Four pair 23 AWG solid \ 
bare copper conductors 
insulation: FEP eOuter 
Jacket Material: LS-PVC 


Ta) 


Suitable for VOIP and S 

Telephony eUL 910 CMP . 

approved *EZ Pull box 
SKU: Mfr. # Color 
78Y7328 PVCAT6CMPBLU Blue o 
78Y7333 PVCAT6CMPWHT White tee 
78Y7332 PVCAT6CMPYEL Yellow — 


Visit newark.com for full list on all of the products 


Penge, 


1000' Category 5e Bulk Cable 
Four pair 24 AWG solid bare copper conductors ¢Twisted 
pairs for non-plenum use @Suitable for VOIP and Telephony 
°UL approved 


SKU: Mfr. # Color 
78Y7319 PVCAT5BLU Blue a 
78Y7318 PVCAT5BLK Black _ 
a 
> 


Penge, ~~ 


1000' Roll Category 5e Burial Outdoor 
Bulk Cable 


Four pair 24 AWG solid bare copper conductors eInsulation: 
HD-PE eOuter Jacket Material: LLDPE eSuitable for VOIP 
and Telephony eUL approved ¢Reel in box ¢Black ¢Mfr. 
#PVCATSBBLK 


SKU! 78V1817 s occcisa cece esaawes _ 


= A rst, 1000 Category 3 We 
{ ent ae 
‘ 5 WanUrATURING 
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ew 


ETL LISTED CMR 
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1000' Roll - Category 
5e Plenum Bulk Cable 


Four pair 24 AWG solid bare copper conductors eInsulation: 
FEP eOuter Jacket Material: LS-PVC *Suitable for VOIP and 
Telephony *UL CMP Approved *EZ Pull box 


SKU: Mfr. # Color 

78Y7322 PVCAT5PGRY Gray om 

78Y7323 PVCAT5PWHT White _ 
oe 


1000" Category 6 Wie 
perrecryison. "20 Sain 


— vcr, q | . 


1000' Roll - Category 6 


CM Rated Bulk Cable 
Four pair 23 AWG solid bare 
copper conductors elnsulation: ol heal 
HDPE Outer Jacket Material: FR- \| (9. 
PVC Certified to 250MHz, Swept 

to 500MHz @UL 1581 CM Approved 
Reel in box 


Category 6 CMR 


550MHz Cable 

°UL listed *Four twisted 24AWG solid bare copper 
conductors *Blue PVC jacket Polyethylene insulation 
*Convenient pull box 


SKU: Length 
74R4936 1000' _ 
74R4937 500' 89.13 


Stellar®) ans® 


Category 5e 350MHz 
UL CMR Cable 


Riser rated (CMR) tested to meet both Cat 5e 
specifications and 350MHz bandwidth Convenient and 
durable pull box 


SKU: Color Length 

74R4933 Blue 500' 49.71 
74R4932 Blue 1000' _ 
74R4934 Gray 500' 58.04 
80R5074 Gray 1000' ae 
74R4935 White 500' 48.36 
80R5075 White 1000' a 


1000' Category 5e 350MHz Cable 

°24 AWG solid bare annealed copper @Polyolefin PVC jacket 
(CMR) and Fluoropolymer PVC jacket (CMP) eApplications 
are IEEE 802.3, 1000 BASE-T, 100 BASE-TX, 10 BASE-T, 
ANSI X3.263, 52/155 Mp/s ATM 1000! length #Pullbox 
put-up 


SKU: Carol ID Rating Color 
80R3113 = CR5.30.02 CMR White 
80R3118  CR5.30.10 CMR Gray _ 


Cat6 Plenum UTP CMP Cable 
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Stellar®) abs® 


RG6/U Coax Cable CCS 


°RG6/U coaxial cable with 18AWG copper covered steel, 
mylar foil and 60% aluminum brad providing 100% shield 
coverage *Sweep tested to 2250MHz ®Polyethylene 
dielectric and PVC jacket ¢750hm impedance Markings 
every two feet Put up: reel in box 


Fig. SKU: Color OD Length 
Single 
A 74R4851_—s Black ~— 275" ——500' 37.02 
A _74R4852_——s Black ~—.275" = 1000’ ~— 58.95 
- _74R4854 White ~=—.275".—1000' ~—-62.42 
Siamese 
B  69R8047_—— Black ~—-.280"——-500' _ 
B  74R4858 Black 280" 1000 _ 
B 

i : 
Stellar®) ans® 
500' RG6/U Coax Cable BC 


°RG6/U coaxial cable with 18AWG solid bare copper center 
conductor, mylar foil and 60% aluminum brad providing 100% 
shield coverage *Sweep tested to 2250MHz Polyethylene 
dielectric and PVC jacket ¢750hm impedance Markings 
every two feet Put up: reel in box 


Fig. SKU: Description Color 
A 74R4857 Single Black 75.33 
B 74R4860 Siamese White 


sceia@, no 


1000' Black CCS RG-59/U Coax Cable 


©20AWG copper covered steel *60% aluminum braid 
Sweep tested to 2250MHz *Polyethylene dielectric and 
PVC jacket 


SKU: 74R4864...............0..00000. _ 


Stellar®) ahs® 
RG-59/U Plus 18/2 Siamese Cable 


°20AWG copper covered steel *Mylar foil and 60% aluminum 
braid provide 100% shield coverage Sweep tested to 


SKU: Mfr. # Color °23awg conductors in plenum PVC Meets 2250MHz elmpedance: 750hm nominal 

CAT6 enhanced 550Mt2z electrical requirements 
78Y7325  PVCAT6CMPBBLU _Blue = *UL CMP rated and CSA approved Verified to SKU: Length Color 
78Y7326 PVCAT6CMPBGRN Green = TIA/EIA 568B.2 standards *Put-up: pull-box 74R4867 500' Black — 
78Y7327 PVCAT6CMPBGRY Gray _ SKU: Color 74R4868 1000' Black — 
78Y7329 PVCAT6CMPBRED Red = 43W5678 Black 264.00 74R4870 500' White — 
78Y7331 PVCAT6CMPBWHT ~~ White — 43W5679 Blue _ 74R4871 1000' White — 
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multicomp 
RJ12 6P6C Modular Plug 


¢Modular plugs for flat or rounded cable iit 
Contact Plating: Gold eContact Material: “yy 
Phosphor Bronze Contact Resistance: 
2MOhm elnsulation Material: High Temp. 
Plastic Flat cable *Voltage rating: 150V ¢Current rating: 1A 
*Operating temperature: -40°~248°F eWithstanding voltage: 
500V ¢Flammability: UL94V-2 


SKUP BGT 1618 8, ciccahe sees iene e entisharned aise _ 


—— hy 
ene, SY, 


EZ-RJ45 Category 6 Connector Combo 
*Simple one piece design @No bars or liners ePatented crimp 
tool works for RJ-45 and RJ-11/12 connectors Use in Cat 
Toe 6 networks and patch cords ®UL rated eMade in the 
USA 


SKU: Description 
Kits 
95K8416 EZ RJ-45 Cat 6+ combo - 30.25 


30 connectors and strain reliefs 


EZ-RJ45 Connectors 


31AC7681 —_ Blue EZ-RJ45 Cat6 — 40pk _ 
97H7362 EZ RJ-45 Cat Se - 50pk 34.75 
08X2890 EZ RJ-45 Cat 6+ - 50pk 39.27 
61J0642 EZ RJ-45 Cat 6+ - 500pk 360.00 
06AC3903 EZ RJ-45 Cat5e - 100pk 68.24 
268547 EZ-RJ45 Cat6 - 100pk 75.45 
Shielded Connectors 
79X3875 EZ-RJ45 Cat5e — 50pk 81.50 
79X3877 EZ-RJ45 Cat6 — 50pk = 
Strain Reliefs* 
42Y2630 EZ Ru-45 Cat 6+ 10.96 
combo blue strain reliefs - 50pk 
80K5175 EZ RJ-45 Cat 6+ — 
combo green strain reliefs - 50pk 
Keystone Jacks 
84Y8159 Blue EZ-RJ45 Cat5e — 50pk = 
84Y8162 White EZ-RJ45 Cat 6 — 50pk _ 


*For use with the EZ RJ-45 Cat 6+ connectors only 


Modular Connectors for Flat Cable 
Designed for flat “silver satin” or coiled cable e#36-505 is 


the reduced size four pin type used for handset cords °#36- 
690 is keyed, #36-665 is unkeyed ¢Ten per package 


Fig. SKU: Type — # of Conductors 

A 2002526 Handset 4 _ 
B 71R5023 RJ-11 4 0.99 
B 33R2230 RJ-12 6 1.39 
C = 86R1136 RJ-45 8 2.19 


90M1029 


_-_, Assembled D-Sub Hood Kits 
L=-cem eAll metal backshell for covering D-Sub cable assembly 
~—" = connectors *Two piece cover design for easy, quick 
assembly °Die cast zinc alloy with chromium plated finish offers maximum 
protection against harmful EMI/RFI ¢Five compression grommets per 
backshell provided to best fit cable diameter used 


07H2397 


26H1816 


SKU: Size Color 

90M1029 DB50/HD62 Metal 25.28 
07H2397 DB9/HD15 Gray 2.25 
26H1816 DB9/HD15 Metal 6.72 


Solder Type PC Mount “D” Sub Connectors 


SKU: Type 
3900575 9 pin male 0.73 
3900576 9 pin female a 


25 pin 


~15HD pin 9 pin 
Crimp Type “D” Sub Connectors 


e"D” sub connectors with crimp-on connections Crimp pins 
included ¢15 pin version is high-density °9 and 15HD pin use 
hood #83-220 ©25 pin use hood #83-250 


SKU: Type # of Pins 

3901560 Male 9 = 
91B8740 Female 9 _ 
50B5314 Male 15HD = 
94B2742 Male 25 1.88 


Solder Type Series “D” Sub Connectors 


*Sorry-no mixing of types for quanity pricing 


7 fs SKU: Type 
D Type Hoods-Solder Bucket spaniel pneu oes 
ah "D' type plugs and sockets eTin plated 03¢3921 15 pin male 0.61 
steel shells with dimples and phosphor bronze, gold plated 0303922 15 pin female 0.34 
: a ° contacts ¢Current Rating: 5A 9189360 15 pin hood* 0.94 
Modular Connectors for Round Cable SKU: Type 50B5322 25 pin male 0.84 
Half round modular connectors *#36-740 keyed Ten per Plugs 98B6113 25 pin female ~ 
bag 27W3446 9 _ 50B5323 25 pin hood* _ 
Fig. SKU: Type _ # of Conductors 27W3447 15 _ 3901582 37 pin male = 
A 3900907 RJ-11 4 _ 27W3448 25 _ 3107524 37 pin female _ 
B 390908 RJ-12 6 _ Sockets 3901169 37 pin hood* _ 
C —-50B5224 RJ-45 8 _ 27W3449 9 _ *Chrome coated hood ensures proper RF shielding. 
C =39C0909 RJ-45 8 _ 27W3451 25 _ All hardware is furnished. 
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BELDEN 

Individually Shielded Paired Computer Cable 
Tinned copper conductors. Black and red under Beldfoil® 
aluminum-polyester shield. Stranded tinned common drain 
wire. Chrome PVC jacket. Pairs cabled on common axis to 
reduce diameter. Capacitance 35 pF/ft. Belden type: 8723. 
Outside diameter: .165" 


Stellar®) ans® 


2-Conductor CL2 In-Wall Speaker Wire 


eTwo conductor wire made of high purity, oxygen free bare 
copper eldeal for in-wall speakers, intercom systems eUL 
CM/CL2 rated elndividual conductors in a flexible common 


SKU: Length jacket for ease of installation ¢Color coded and foot markings 
31AC4919 100' We for quick identification 
31AC4918 500' = SKU: Length 
31AC4917 1000' _ 18AWG 
83X8042 100' Eee 
14AWG 
83X8050 100' = 
83X8051 250' = 
12AWG 
83X8056 500° _ 
BELDEN 


SENDING ALLTHE RIGHT SIGNALS 


100' 7-Conductor Unshielded Cable 


¢7-conductor unshielded control, audio and computer cable. 
Tinned copper stranded cable, PVC insulation, chrome PVC 
jacket ¢Working voltage 600V ¢18AWG Type 8467 90.324" 
(O.D) 


SKU: 31AC4916 .....0.. 2. a 


OT 


Standard Speaker Wire 

¢Connect speakers to A/V receivers or amplifiers eInsulated 
pve jacket ePolarity identified ePut-up: Spool except 24- 
16025 and 24-16027 are hank 


SKU: Length AWG 

93X7549 50' 14 16.99 
93X7548 100' 14 23.99 
93X7552 50' 16 14.99 
93X7552 100' 16 14.99 
93X7551 250' 16 52.99 
93X7554 50' 18 9.99 
93X7553 100' 18 _ 
93X7553 100' 24 _ 


1000' Plenum Speaker Wire 


eUnshielded plenum rated (CMP) speaker wire suitable for 
installation in ceiling cavities and enclosed tray runs in both 
commercial and residential applications *Flexible PVC plenum 
jacket is approved by FPLP for75°C *OFC bare copper 
stranded construction ¢Overall diameter: 0.156 nominal 
eNominal impedance: 22 ¢Put-up: 1000' spools 


SKU: Conductor/AWG Strand 

43W7391 20/22 i _ 
43W7341 20/18 7 139.00 
43W7317 20/16 19 205.00 
43W7303 20/14 19 _ 


NEW GENERATION” 
BELDEN ) 


SENDING ALLTHE RIGHT SIGNALS 


CL3 Rated In-Wall Speaker Wire 


Commercial grade, riser rated *Ultra flexible, high- 
conductivity ETP bare copper conductors with PVC insulation 
ePVC jacket includes rip cord and sequential footage every 2' 
°UL1666 and CMR/CL3R in-wall rated 


Belden 

SKU: Conductors Strand Series Length 
18AWG/pull box 

40P9704 2 7x26 5300 500° — 
14N8263 2 7x26 5300 1000' -- 
16AWG/pull box 

40P9674 2 19x29 5200 500° -- 
40P9673 2 19x29 5200 1000° 
14AWG/spool 

40P9638 2 19x29 5100 500° - 


&) 
BELDEN BRILLIANCE” @) 
CL3 Rated High Strand In-Wall and Direct 


Burial Speaker Wire 

°Two conductor, 16AWG, black jacket, *Belden series 1307A 
eLow capacitance, oxygen-free speaker wire suitable for both 
indoor and outdoor use @High density polyolefin insulation and 
UV coated PVC jacket for direct burial installations *High- 
strand, high conductivity bare OFHC copper conductors with 
superior dielectric ?UL1581 and CMR/CL3R in-wall rated 


SKU: Description Length 
40P8520 Pull box 500' 351.00 
40P8521 Spool 1000' 708.18 
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Stellar®) ahs® 
Premium Clear Speaker Wire 


*Quality general purpose speaker wire ePerfect for home 
theater, autosound and a variety of audio applications 
Provided on spools ¢Clearly market for polarity eStrand 
count shown below #Made in USA 


SKU: Length 

20AWG (10x30) 

40Y3056 50' _ 
40Y3055 100' a 
40Y3054 250' - 
18AWG (16x30) 

40Y3061 100' _ 
40Y3060 250' —_ 
16AWG (65x34) 

40Y3071 50' = 
40Y3069 250' _ 
14AWG (105x34) 

40Y3068 50' _ 
40Y3067 100' - 
40Y3066 250' 

12AWG (105x34) 

40Y3065 50' _ 
40Y3064 100' _ 


Za 


Stellar®) ahs® @) 


100' 4-Conductor CL2 In-Wall Speaker Wire 


eFour conductor wire made of high purity, oxygen free bare 
copper eldeal for in-wall speakers, intercom systems eUL 
CM/CL2 rated eIndividual conductors in a flexible common 
jacket for ease of installation ¢Color coded and foot markings 
for quick identification °144WG 


SKU: 83X8060.....................0.0. _ 


i MCM ELECTRONICS WIRE & CABLE 


Stellar@) Labs® a  Cieye=ee — f—— 


: : \ 31AC4601 
600V Irradiated Hook-Up Wire q 
°Choose your own combination of hook-up wire to place on 


) 
eVery tough insulation with high melting | 
this handy rack dispenser eldeal for Stellar Labs hookup wire, 


point ¢Perfect for internal, 600V, 
31AC4602 #24-15050 to 24-15159 eCrossbar thickness 4", capacity 


Stellar@) ahs® } 
Hook-Up Wire Rack Dispenser 


point-to-point wiring of meters, panels, 
appliance wiring, electrical, and electronic 
equipment ¢Made with irradiated PVC 
Stranded tinned copper 


SKU: Gauge Color length 12.5" ®Fits spools 6" diameter ¢Pre-formed screw 
26Y9028 18AWG Black ans holes to mount to wall or workbench (screws not included) 
26Y9030 18AWG Red _ SKU! SANG 1BB eee ences cnc the eecele suerehe einidhe —_ 
26Y9031 18AWG Orange = 
269032 18AWG Yellow — 
26Y9033 18AWG Green _ O 
269034 18AWG Blue = Stellar@ ® 
269037 18AWG White — @Labs 
26Y9018 22AWG Black — Automotive Primary 
269019 22AWG Brown _ Hook-Up Wire wy 
26Y9020 22AWG Red _ eldeal for automobile, boat, 
26Y9021 22AWG Orange = trailer, and other point-to-point 
wiring eAnnealed stranded bare 
269022 22AWG Yellow = copper wire *Temperature -40°C to +85°C 
26Y9023 22AWG Green — eSAW J-1128 approved *Color coded PVC 
26Y9024 22AWG Blue Le °10AWG: 19x23, outside diameter 0.175" ¢12AWG: 19x25, 
F tside diameter 0.142" 
a0Kigs een Violet ~ Hookup Wire Dispenser Kit ee 
2679026 22AWG Gray ia *Handy kits contain 5, 6 or 8 spools *Assorted colors of 2“ 7 eauge Golo bonis 
26Y9027 22AWG White aa 7x30 strand count ¢Stranded tinned copper conductors with Black, 25 
PVC insulation eRoHS compliant 93X7953 10AWG Black 25' 
SKU: Spools —_ Length AWG 93X7949 12AWG Black 25' 
31AC4601 i) 100' 22 = Black, 100' 
31AC4602 6 25' 20 — 93X7952 1OAWG Black 100° 
31AC4603 8 25' 22 ~ Red, 25° 
93X7955 10AWG Red 25' 
93X7951 12AWG Red 25' 
Red, 100° 
93X7954 1O0AWG Red 100° 
Stellar —————-2 93X7950 = 12AWG ~—sRed 100' 
@xans® Stellar®) ahs® 


Automotive Zip Cord 5 
eHigh quality multi-purpose wire ®Zip cord construction with 600V Stranded Tinned 
Red and Black PVC for polarity *Useful for CB power cords, Hook-Up Wire 


stereos, alarms, or other general purpose applications *Stranded hook-up wire for point-to-point 


SKU: Gauge Length wiring ¢Perfect for internal, 6OOV, point-to- 
7 int wiring of meters, Is, appli 
316210 TBAWG 250" Wiring, electrical, and electronic equipment Rated for 600V ’ y) 
31Y6211 18AWG 100' _ and passes UL VW-1 flame test *Stranded tinned copper 7, 
316211 T8AWG 50° = SKU: Gauge Length Stellar‘ = 
7 O ® — 
3176213 16AWG 250 = 2678999 TeAWG Black = @tabs bs SS 
aryaels ieee acs = 26Y9000 18AWG Brown = Automotive Primary Hook-Up Wire 
ae ae oe _ 26Y9001 18AWG Red a eldeal for automobile, boat, trailer, and other point-to-point 
: = _ wiring eTemperature -40°C to +85°C *SAW J-1128 approved 
31Y6217 14AWG 100' = ceil 1eAWG Orange *Color coded PVC #14 AWG: 19x27 Annealed stranded bare 
7 26Y9003 18AWG Yellow = copper wire, nominal outside diameter 0.116in ¢16AWG: 
31Y6218 14AWG 50 = 26Y9004 18AWG Green - 19x29 Annealed stranded bare copper wire, nominal outside 
31Y6219 12AWG 250' _ 26Y9005 18AWG Blue = diameter 0.105in 1 8AWG: 16x30 Annealed stranded bare 
31Y6219 12AWG 100' = 2679006 18AWG Violet — copper wire, nominal outside diameter pieeein 
31Y6221 12AWG 50' _ “26v9007..~+‘18AWG ~~ ~GraySstC SCS Length Black SKU: Red SKU: White SKU: 
elybz22 ea 250’ = 26Y9008 18AWG White = ieee 
31Y6224 TOAWG 50 = 6Y8989 DAWG Black = 25 GBX7911_—93X7919_— 937947 
6Y8990 DOAWG Brawl 5093x7947 93x7947 _—93X7946 
Automotive 2678991 22AWG Red = 100 93X7909 93X7917 —93X7945 —_ 
in bo pee oe ante — e 93X7871 _93X7879 _ 93X7907 
Multi-stranded soft bare 26Y8993 22AWG Yellow ~ - a 
electronic copper conductors. Insulated with 80° “GPT" 26Y8994 22AWG Green ae 50 93X7870 93X7878 93X7906 = 
automotive grade VW-1 flame retardant PVC. One conductor 26Y8995 22AWG Blue me 100' 93X7869 93X7877 = are 
is all d is all black (f larity) in “zi 
a reand oe contri a eck or poly in2® SVEN 22AWG Violet T8AWG 
alarm and other general purpose applications. 26Y8997 22AWG Gray = 25" 93X7831 93X7839 93X7867 a 
SKU: Gauge Length 26Y8998 22AWG White ce DUBBO PSN TE88 
3608429 T8AWG 50" = 100° 93X7829 —-93X7837.— — = 
45X9398 18AWG 100' 51.50 
30062935 18AWG 250' _ 
1101422 16AWG 50' = 


European Style Barrier Strip 


3608425 16AWG 100’ — ¢Housing Material: Polyamide 66 (Nylon 66), UL 94V-2 eBase: 1.2 - 2.5mm y 

30C2929 16AWG 250' 127.02 raised base ¢Temperature Rating: 105°C (UL), -30°C to 110°C (VDE) TP elelelweieieieiwelvle!l = 
3608424 14AWG 50' ws eTerminal Insert: Brass metal alloy, nickel plated, Screw: Zinc platedV A 
3608423 14AWG 100' = SKU: Description Wire Range (Cu, AWG) Clamp Area Screw 

3002931 14AWG 250' _ 40T5840 12 Terminals 600V, 20A 22-12 2.5mm M2.6x5 Sol/Str 1.89 
3608420 12AWG 100' _ 4075841 12 Terminals 600V, 30A 22-10 Sol 4.0mm M3.0x6 14-10 Str 2.19 
3002938 12AWG 250' _ 40T5842 12 Terminals 600V, 35A 22-10 6.0mm M3.5x7 Sol/Str 3.69 
3002933 1OAWG 250' _ 4075843 12 Terminals 600V, 50A 20-8 10.0mm M4.0x9 Sol/Str 6.59 


Visit newark.com for full list on all of the products 
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Stellar€@ ® 
@tabs Stranded Hook-Up Wire 


Stranded hookup wire for point-to-point wiring *Wide assortment of ‘ 
gauge sizes available for wiring of electrical and electronic equipment, 


Dual Row Terminal Blocks 
*Molded base, black, UL rated 94VO 
thermoplastic terminal plating, tin over 


brass UL/CSA, IEC compliance and CE certified *30A meters, computers, business machines, appliances and control panels eGauges 
rating, 300V °.375" or %" (9.52mm) center spacing *#14~22 — 26.24-22-20-18-16 eRated for 300V *UL Style 1007 ePasses UL VW-1.s vertical 
AWG CU wire range, *#6-32 philslot screws, #6 moutning flame test OSHA acceptable *Stranded tinned copper (strand count 22,24,26 
screws °9 in-lb torque rating *.30" (7.62mm) between AWG = 7 strand; 20WG = 10 strand; 18, 16AWG = 16 strand) 
hel ee SKU: Color SKU: Color SKU: Color 
= ; 16AWG - 100' 55X1149 Gray _ 55X0980 Orange = 
asad é a ie — 55X1158 Black = 55X1150 White = 55X0981 Yellow —_ 
4075846 4 04 6 7.88" Sm6 55X1160 Red = 20AWG - 100' 55X0981 Green _ 
4075846553" 55X1160 Orange _ 55X1150 Black _ 55X0982 Blue _ 
4015847 6 790" 0. 62" = 55X1162 Yellow _ 62X7848 Brown _ 55X0983 Violet _ 
4075850 8 3. 66" 3. 38° a7 55X1163 Green _ 62X7849 Red = 55X0983 Gray 
4075852 10 q 70" WH 7 39 55X1164 Blue _ 62X7850 Orange _ 55X0984 White 
4075853 12 5.16" 438" = 62X8204 White = 62X7850 Yellow = 24AWG - 100° 
4075854 14 5.90" 5 62" = 18AWG - 25' 62X7851 Green _ 68X4842 Black 2.29 
4075855 16 6. 66" 6. 38° —_ 62X8201 Black —_ 62X7853 Blue —_ 62X7831 Brown —_ 
4075857 20 8. 16" 7 38" 550 62X7857 Brown —_ 62X7854 Violet —_ 62X8194 Red 
4075858 09 8.90" 8 62" 500 62X7858 Red _ 62X7854 Gray _ 62X7832 Orange _ 
: : : 62X7859 Orange a 62X7856 White a 68X4841 Green 5.09 
55X1154 Yellow _ 22AWG - 25° 68X4841 Blue 5.09 
68X4848 Green 3.79 62X7856 Black = 62X7835 Violet —_ 
55X1155 Blue _ 68X4843 Brown 2.79 62X7836 Gray _ 
55X1156 Violet _ 55X0985 Red = 62X7836 White = 
55X1157 Gray —_ 62X7838 Orange —_ 26AWG - 25' 
68X4849 White 3.79 62X7839 Yellow = 62X7821 Black —_ 
yee 18AWG - 100° 68X4845 Green 2.79 62X7821 Brown _ 
68X4847 Black 10.49 62X7840 Blue _ 55X0971 Red _ 
a 68X4847 Brown 10.49 62X7841 Violet = 55X0972 Orange ae 
y 68X4847 Red 10.49 62X7841 Gray _ 55X0973 Yellow —_ 
= ® —_ 55X1153 Orange _ 62X7842 White _ 55X0974 Green = 
————— see 62X7860 Yellow = 22AWG - 100' 55X0975 Blue = 
2 i uOO i i ele), j 62X8202 Green = 62X8197 Black = 55X0976 Violet = 
> Oo 1 62X7861 Blue = 62X8197 Brown = 55X0977 Gray = 
beags i i a au | | | | 62X7862 Violet = 62X7837 Red _ 55X0978 White 
Solderless Terminal Kit 62X7863 Gray = 62X8198 Orange 26AWG - 100° 
wootnonaftodaed ip pele bat detects —S24t209 Whi = | “ssxnoa—Yelow "= | “saxosa_ Bask = 
, ‘ 20AWG - 25' 62X8199 Green = 55X0970 Brown 
SKU: 3705036 .10.29 .......-. eee $10.29 55X1141 Black = 55X0988 Blue = 62X7823 Red 
55X1142 Brown = 55X0988 Violet = 62X7824 Orange 
55X1142 Red = 55X0990 Gray = 62X7825 Yellow 
55X1144 Orange _ 68X4846 White 6.49 62X7826 Green 
55X1145 Yellow = 24AWG - 25° 62X7827 Blue _- 
55X1146 Green _ 68X4846 Black 6.49 62X7828 Violet = 
= 55X1147 Blue = 55X0979 Brown = 62X7829 Gray = 
55X1148 Violet ae 68X4840 Red 2.49 62X7830 White _ 


Stellar . : 
@xans® 25' Solid Hook-Up Wire 
163 Piece Insulated Crimp Terminal Kit °Wide assortment of gauge sizes available for wiring of electrical and electronic 


Ae : , i i hines, appliances and control 
Partitioned box loaded with common types of insulated equipment, meters, computers, business machines, app 
crimp terminals eInternationally recognized color coded sizes panels *Rated for 300V *UL Style 1007 *Solid tinned copper 


ldeal for mobile engineer, hobbyist or DIY enthusiast SKU: Color SKU: Color SKU: Color 


SKU: 54X9988 . 0... 110.29 18AWG - 25' 68X4837 Gray = 68X4812 Orange 2.49 
68X4850 Black 3.79 68X4838 White 3.29 68X4813 Yellow 2.49 
68X4851 Brown 3.79 22AWG 68X4814 Green 2.49 
68X4852 Red 3.79 68X4799 Black 2.79 68X4815 Blue 2.49 
68X4854 Yellow 3.79 68X4800 Brown 2.79 68X4816 Violet 2.29 
Stella © Lahs® 68X4855 Green 3.79 68X4801 Red 2.79 68X4817 Gray _ 
—Se 68X4856 Blue 3.79 68X4802 Orange 2.79 68X4818 White 2.49 
Tinned Copper Bus 68X4859 White 3.79 68X4803 Yellow 1.87 26AWG 
Bar Wire 1.4lb Spools 20AWG 68X4804 Green 2.79 68X4819 Black 2.19 
Stellar Labs Bus Bar wire provides 68X4829 Black 3.29 68X4805 Blue 2.79 68X4821 Red 2.19 
eee ae , 68X4830 Brown 3.09 | 68X4806 Violet 279 | 68X4822 Orange 2.19 
applications “OOW3 43, Type S, 68X4831 Red 3.29 68X4807 Gray 2.79 68X4823 Yellow 2.09 
MIL-W-3861, Type S, ASTM-B-3, and RoHS Compliant 68X4832 Orange 3.29 68X4808 White 2.79 68X4824 Green 2.19 
SKU: Gauge Approximate Length 68X4833 Yellow 3.29 24AWG 68X4825 Blue 2.19 
79X3887 18AWG 50° = 68X4833 Green 3.29 68X4809 Black 2.49 68X4828 White _ 
79X3887 22AWG 125° = 68X4835 Blue 3.29 68X4810 Brown _ 
79X4037 26AWG 305° = 68X4836 Violet 3.09 68X4811 Red 2.49 
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multicomp 
220-Piece Weatherproof 
Connector Sampler Kit 


eldeal for automotive and outdoor 
installations where connections 
are exposed to the elements 
Individual conductors feature a 
multi-ribbed rubber gasket to 
protect from dust, water, and 
other contaminants *Accepts 
20~12AWG conductors @All 
items available separately 
(excluding case) Kit Contains: 
(3) 1C male/female sets #(2) 2C 
male/female sets °(1) 3C male/female 
set (2) 4C male/female sets (20) Male/female 
pin sets for 22~18AWG wire °(20) Male/female pin 
sets for 16~14AWG wire ¢(20) Male/female pin sets for 
12AWG wire ®Crimp tool Pin extractor tool *Blow molded case 


SKU B4Y 7999's, jicsoi2-4 castes ahaa santie ia tw larnsd aidan cdots Oa arse Ses 


multicomp 
Weatherproof Connector Kit 


Single conductor *Designed for automotive use in the 
engine compartment, these connector sets are perfect for 
any harsh environment application ¢Perfect for all low voltage 
applications where connections are exposed to heat and 

the elements @Silicone connector plus individual pin seals 
Positive snap-action locking *Rated -40~250° F ¢24VDC, 
3A max per pin eMay be assembled with needle nose pliers, 
ratcheting crimper recommended 


SKU: Description 

84Y7911 20~18 AWG fers 
84Y7917 14~16AWG _ 
84Y7923 12AWG _ 
84Y7875 Ratchet Crimper _ 


multicomp 
Weatherproof Connector Kit 


eThree conductor *Designed for automotive use in the 
engine compartment, these connector sets are perfect 

for any harsh environment application Perfect for all low 
voltage applications where connections are exposed to 

heat and the elements Silicone connector plus individual 

pin seals ¢Positive snap-action locking eRated -40~250° F 
°24VDC, 3A max per pin eIndexed to ensure correct polarity 
Available in 4-pin inline or 4-pin square arrangement *May 
be assembled with needle nose pliers, ratcheting crimper 


Weatherproof Connector Kit 


¢Two conductor *Designed for automotive use in the engine 
compartment, these connector sets are perfect for any 
harsh environment application Perfect for all low voltage 
applications where connections are exposed to heat and 
the elements ¢Silicone connector plus individual pin seals 
Positive snap-action locking eRated -40~250° F e24VDC, 
3A max per pin elndexed to ensure correct polarity “May 

be assembled with needle nose pliers, ratcheting crimper 


multicomp 
232-Piece Weatherproof 
Connector Sampler Kit 


eldeal for automotive and outdoor 
installations where connections 
are exposed to the elements 
Individual conductors feature 
a multi-ribbed rubber gasket 

to protect from dust, water, 
and other contaminants 
eAccepts 20~12AWG 
conductors eAll items available 
separately (excluding case) Kit 
Contains: °(3) 1C male/female sets #(2) 
2C male/female sets ¢(1) 3C male/female set 

(2) 4C male/female sets (20) Male/female pin sets for 22~18AWG wire 
(20) Male/female pin sets for 16~14AWG wire #(20) Male/female pin sets for 
12AWG wire Polypropylene case 


SKU OAV 1986s oo sen ootisadrndceewdns oes wind eee wen S tees _ 


wy, 


multicomp 
Weatherproof Connector Kit 


Six conductor eDesigned for automotive use in the engine 
compartment, these connector sets are perfect for any 
harsh environment application Perfect for all low voltage 
applications where connections are exposed to heat and 
the elements @Silicone connector plus individual pin seals 
Positive snap-action locking eRated -40~250° F ¢24VDC, 
3A max per pin eIndexed to ensure correct polarity ¢May 
be assembled with needle nose pliers, ratcheting crimper 


recommended recommended 
SKU: Description SKU: Description 
84Y7912 20~18 AWG _ 84Y7916 20~18 AWG 2.83 
84Y7918 14~16AWG 1.38 84Y7922 14~16AWG = 
84Y7924 12AWG 3.99 84Y7928 12AWG 2.83 
84Y7875 Ratchet Crimper _ 84Y7875 Ratchet Crimper _ 
-_ sy 
ro \, 
; r y 8 
g* Rye aH ” J ARN 


multicomp 
Weatherproof Connector Kit 


recommended x - eThree conductor eDesigned for automotive use in the 
multicomp 
SKU: Description : engine compartment, these connector sets are perfect for 
— Weatherproof Connector Replacement Pins any harsh environment application ¢Perfect for all low voltage 

Inline eldeal when rewiring or repairing harnesses that use applications where connections are exposed to heat and 

84Y7914 20~18 AWG =o Multicomp weatherproof connectors *Use as refills in the the elements *Silicone connector plus individual pin seals 

84Y7920 14~16AWG 0 Connector Sampler Kits ¢Sold in packages of 50 Positive snap-action locking ¢Rated -40~250 F °24VDC, 
3A max per pin eIndexed to ensure correct polarity *May 

84Y7926 12AWG _ SKU: Gender Gauge be assembled with needle nose pliers, ratcheting crimper 

84Y7875 Ratchet Crimper _ 84Y7933 Male 12AWG os recommended _ 

Square 84Y7934 Female 12AWG = SKU: Description 

84Y7915 20~18 AWG 2.17 84Y7931 Male 16~14AWG = 84Y7913 20~18 AWG _ 

847921 14~16AWG 4.99 84Y7932 Female 16~14AWG = 847919 14~16AWG 1.87 

84Y7927 12AWG _ 84Y7929 Male 20~18AWG _ 84Y7925 12AWG 1.87 

84Y7875 Ratchet Crimper _ 84Y7930 Female 20~18AWG _ 84Y7875 Ratchet Crimper _ 


Visit newark.com for full list on all of the products 


A 
USB 3.0 Cables 


°USB 3.0 SuperSpeed *Supports data transfer speeds of up 
to 5Gbps *Backwards compatible with USB 2.0/1.1 


Fig. SKU: Length 

A 6570586 3' 5.04 
A 6570587 6 6.20 
B 6570595 6 5.02 
B 6570596 10° 6.29 
~\ 


Stellar @ ™ 
telat @) computer 


3' Micro USB Charging Cable with Indicator 
LED 


eRed when charging, green when charged *Sync to your 
computer or connect to a wall charger to charge your device 
Reversible design *Compatible with most Apple or Android 
devices that use Lightning or Micro USB charging ports 
eLength: 3' 


SKU! 846221 ooo ce iwi ee eee eas 4.25 


Tes Ocomeyer 
Lightning to USB Cables 


eSync to your computer or connect to a wall charger 

to charge your device *Reversible design *Compatible 
with iPhone 5, iPod touch 5th generation, iPod nano 7th 
generation, iPad 4th generation, and iPad mini 


SKU: Color Length 

56Y1297 White 3' = 
56Y1298 White 6 = 
56Y1299 Black 3' aE 
56Y1300 Black 6 = 


eUnique cable design 
Perfect for travel ¢Self 


, = 
USB 2.0 Hubs ay | im S 


Stellar @ ™ 
cellar @) Computer 


+Plus 

Micro USB Cables 

eUSB A to Micro USB B 
SKU: Length 
87X4066 6" 1.33 
87X4067 42" 1.46 
87X4068 3 1.04 
87X4069 6 1.85 
87X4070 10' 1.45 


a 
TRIPP LITE 
wwe 


Wie POWER 


USB A to Micro B Cable 


eConnect your tablet, smart phone, or other portable device 
°USB A male to micro B male connection *USB 2.0 speeds 
up to 480Mbps 


SKU: Mfr. # Length 

8670992 U050-003 3 _ 
8670993 U050-006 6 _ 
8670994 U050-010 10 _ 


Mini USB A/B Cables 
eUSB A male to mini USB connector *High speed up to 
480Mb cables 


SKU: Cable Type Length 

4779562 USB A/mini 5 pin 1' 1.91 
96K1719 USB A/mini 5 pin 3 2.23 
60K7812 USB A/mini 5 pin 6 2.75 


Ye 


af PRUDENT WAY. 
USB Active Extension Cable 


Active extension cable with signal booster Compliant 
with true USB 2.0 specifications eData transfer rate up to 
480Mbps @USB Bus powered/No extra power required 
°USB Type “A" male to USB type “A” female connectors 


powered ePlug and Play Suitable for any USB peripheral device 
SKU: Ports SKU: Length 
74R2364 2 oo 88W0408 16' 12.84 
64R1166 4 _ 88Ww0409 32! 17.13 


MCM ELECTRONICS WIRE & CABLE 


Stellar @ ™ 
(os Ocomnyter 
USB 3.0 Type C Cables 

*Cable Type USB A Male to USB C Female *Speeds up to 
5Gbps 


SKU: Length 
40Y3308 3' 5.22 
40Y3309 6 7.82 


rm Sowa 
USB-C USB 2.0 Cables 


Maximum Transfer rate 480Mbps 


Fig. SKU: Length 

USB-C to USA A Male 

A 53Y2036 3' 4.28 
A 53Y2037 6 5.23 
A 53Y2038 g' 2.79 
USB-C to USB A Female 

B 53Y2039 3' 2.15 
B 53Y2040 6 4.28 
USB-C to USB B Male 

C 53Y2042 3! 4.22 
C 53Y2043 6 4.65 
C 53Y2044 9 5.43 
USB-C to Micro USB B Male 

D 53Y2045 EY 2.22 
D 53Y2046 6 4.45 
USB-C to Mini USB 5 Pin Male 

E 53Y2047 3' 5.09 
USB-C Male to USB-C Male 

- 53Y2048 3' 6.16 
- 53Y2049 6 2.57 
= 53Y2050 g' 5.43 


USB 2.0 A/B Cables 
eHigh speed 480Mb cables Used for many USB 
connections 


SKU: Color Length 

96K1696 Beige 3' 1.52 
96K1697 Beige 6' 2.13 
96K1698 Beige 10' 2.84 
96K1699 Beige 15' 1.16 
69K5824 Black 3 0.82 
96K1700 Black 6' 0.91 
60K7466 Black 10° = 
96K1701 Black 15° 1.97 


ki E hgsto OLO nt ¥ 
DataTraveler 


G4 USB 3.0 wii Biddy 
‘ eh Put i 
Drives % Sa 4 Bi 
°USB 3.0 performance, 4 i 3 § i 
backwards compatible 
with USB 2.0 Colorful ; 
loop attaches to key rings 
Practical cap to protect 
USB plug and your data 
¢1MB = 1,000,000 bytes. 
SKU: Capacity 
31AC3211 8GB = 
31AC3208 16GB _ 
31AC3209 32GB 16.99 
31AC3210 64GB Pat 
31AC3207 128GB _ 
kingston 
Kingston 64GB 
DataTraveler" 
Micro 3.1 


DataTraveler 


Micro 3.1 Drives 

°USB 3.1 performance, 
backwards compatible with 
USB 2.0 *Small, capless 
design with built-in sturdy loop 
¢1MB = 1,000,000 bytes 


SKU: Capacity 
31AC3212 32GB = 
31AC3213 64GB _ 


Samisk 


a 
Cruzer Fit Flash S q [ 
Drives 


eLow profile design to prevent damage ePractical cap to 
protect USB plug and your data ¢1MB = 1,000,000 bytes. 


SKU: Capacity 

31AC4021 16GB = 
31AC4022 32GB _ 
31AC4023 64GB _ 


Samisk 


Cruzer Glide 


Flash Drives 

Sliding design to prevent 
damage eLightweight design 
with retractable USB connector 
¢1MB = 1,000,000 bytes. 


SKU: Capacity 

31AC4028 16GB = 
31AC4029 32GB = 
31AC4030 64GB _ 


Samisk 


Cruzer Ultra Fit 
Flash Drives 


Features: *So small you barely 
know it’s there *Super fast 
USB 3.0 transfer rates ¢Stay put 
storage for all your devices ¢1MB = 
1,000,000 bytes. 


MCM ELECTRONICS COMPUTER PRODUCTS 


Samwisk 


Ultra microSDHC Class 


10 cards 

Add up to 200GB to your tablet 
or smartphone. Read speeds 
up to 80MB/s* for quick file 
transfer Class 10 performance 
for recording Full HD video 
Waterproof, temperature-proof, 
X-ray-proof, magnet-proof, shockproof* SD™ 
adapter included for compatibility with digital 
cameras “Up to 80MB/sec read speed; write speed lower. 
Based on internal testing; performance may be lower 
depending upon host device, interface, usage conditions and 
other factors. 1MB = 1,000,000 bytes. 


SKU: Capacity 

74Y9090 16GB _ 
31AC4045 32GB _ 
31AC4046 64GB a 
31AC4035 128GB - 
31AC4034 200GB —- 


Samisk 


Samisk 


Extreme 
microSDHC 


Class 10 Cards 
eAdd up to 32GB* to 
your tablet or smartphone 
¢Read speeds up to 30MB/s* for quick file transfer ¢Class 10 
performance for recording Full HD video ¢*Based on internal 
testing; performance may be lower depending upon host 
device, interface, usage conditions and other factors. 1MB = 
1,000,000 bytes. 


SKU: Capacity 
31AC4048 32GB _ 
31AC4047 64GB 7: 


8GB microSDHC 
Memory Card 


Record video and images, download 
music and ringtones and store photos 
For use in latest mobile phones, 
digital cameras and camcorders 
Class four (minimum 4MB/sec write 
speed), also functions with class two 
host devices elncludes full size SD 
adapter for use in SDHC-compatible devices 


SKU! G7RIZ49 seen ia tae awe _ 


micro 


a 


Micro SDHC Cards 


SKU: Capacity *Includes mini adapter 

31AC4024 16GB = SKU: Description 

31AC4025 32GB _ 2473522 16Gb, Class 4 _ 
31AC4026 64GB _ 6170992 16Gb, Class 10 _ 
31AC4027 128GB _ 6170993 32Gb, Class 10 _ 


Sawisk a 


32GB Ultra Series SD Card Gite 


: . 80mes Se 
eldeal for compact and mid-range point Hy a 
and shoot cameras and camcorders 32 e 
°Up to 80MB/s read speeds @Class GB 
10 speed ratingfor recording full HD 
videos *Storage capacity of up to 64GB 
Waterproof, temperature-proof, x-ray 
proof and shock-proof 


SKU: 31AC4038 ................0..000. 


| Samisk 


Sawisk 


SanDisk 


Ultra Series SD Cards Ultra 
eldeal for compact and mid-range point _80me/s Se, 
and shoot cameras and camcorders a 


*Up to 80MB/s read speeds °Class 
10 speed ratingfor recording full HD 
videos *Storage capacity of up to 64GB 


64..." 


eWaterproof, temperature-proof, x-ray | Samisk 
proof and shock-proof . 

SKU: Capacity 

31AC4037 16GB 

31AC4039 64GB 


Samisk’ Extreme 


Series SD Flash Cards 

eldeal for advanced cameras, DSLRs 
and HD camcorders *Up to 90MB/s 
read speeds - Twice as fast as ordinary 
SDHC cards *Class 10 speed rating 
for recording Full HD videos** eStorage 
capacity of up to 256GB Waterproof, 
temperature-proof, x-ray-proof, and 
shock-proof 


Samisk 


SKU: Capacity 
31AC4040 16GB 
31AC4043 32GB 
31AC4042 64GB 
31AC4041 128GB 
USB 3.0 Flash 

Card Reader 


eRead pictures and videos from your memory cards faster 
than ever before eReads SD/SDHC, compact flash, xD, 
memory stick/memory stick duo, and MicroSD/SDHC and 
M2 cards *Read multiple cards simultaneously *USB 3.0 
compatible at speeds up to 5Gb/s eBackward compatible 
with USB 2.0 


SKU: 4810120)... ce ce ee es ees = 


QIDGEAr 
USB 3.0 Multi-Card Reader 


Read up to 59 different memory card formats at USB 3.0 
speeds Perfect for people who transfer HD content from 
and to various digital cameras, mobile phones, or laptop 
computers *Swap memory cards without restarting the 
computer ¢Works with all major memory card formats and 
supports high capacity, for full compatibility list see www. 
MCMelectronics.com *Backwards compatible with USB2.0 
and USB 1.1 devices 


SKU (60G02S 6 atin dacs caine Pais dalke waka 39.95 


Visit newark.com for full list on all of the products 


iii | Western 
Digital” 
“My Passport” Ultra 


eUSB 2.0/3.0 Includes backup software Includes optional 
drive encryption software ¢Small sleek and fast Black 


SKU: Size 
04X3853 1Tb — 
04X3846 2Tb = 


SS Seagate 


Backup Plus Portable 
External Hard Drives 


Protect your data with two easy, 
flexible backup options, automatic 
or scheduled *Automatically save 
photos from your social networks 
*Share photos and videos to social 
networks with a click *SuperSpeed 
USB 3.0 interface for transfers up 
to 5Gbps eUser interchangeably on 
your PC or Mac without reformatting 
*Sleek, portable design is bus 
powered, no external power source 
required 


SKU: Size 
31AC4161 1TB Blue _ 
31AC4162 1TB Red = 
Western 
Digital’ 
My Book™ Desktop 


°Up to 5Gbps file transfer speeds 
*Backwards compatible to USB 

2.0 elncludes External hard drive, 
WD SmartWare software (pre- 
loaded), USB cable and AC adapter 
eDimensions 6.70" x 5.50" x 1.90" 
and 1.96 lbs. 


SKU: Size 
31AC4359 3TB oo 
31AC4360 47B 159.00 


SS Seagate 


Expansion Portable Drive 


eEasy-to-use solution when you need to instantly add storage 


to your computer ¢Drag and drop file saving right out of the 
box *USB 3.0 powered with fast data transfer eIncludes 
Seagate® Expansion portable hard drive, USB 3.0 cable, and 
user guide 


SKU: Size 

31AC4166 500GB aa 
31AC4164 1TB = 
31AC4165 2TB 99.99 


SS Seagate 


Expansion USB 3.0 External Hard Drives 
eThe Seagate® Expansion™ external hard drive by Seagate 
offers an easy-to-use solution when you need to instantly 


add data storage to your computer ¢Drag and drop file saving 


right out of the box USB powered *SuperSpeed USB 3.0 


interface for transfers up to SGbps User interchangeably on 


your PC or Mac without reformatting *Color: Black 


SKU: Capacity 
31AC4167 41B a 
31AC4168 5TB — 


Western @ 
Digital” : 
Red 3.5" NAS Hard Drives 


eDesigned for NAS systems that have 1-5 drive bays ¢Made 
for the unique 24x7 operating environment and demanding 
system requirements of home and small office NAS systems 
elntellipower speed system automatically adjusts speed from 
5400~7200RPM 


MCM ELECTRONICS COMPUTER PRODU 


Western 

Digital” 
Caviar™ Blue 3.5" Hard Drives 
Interface: SATA 6GB/s 


SKU: Capacity Buffer RPM 


3.5" SATA Desktop Drives 


4075510 500Gb 16Mb 7200 


2776905 1Tb 64Mb 7200 62.65 
31AC4383 4Tb 64Mb 5400 117.45 


31AC4386 6Tb 64Mb 5400 


Western 
Digital’ 
WD Blue SATA Hard Drive 


°5,400 RPM eAverage Latency 5.50 ms *Buffer To Host 6 
Gb/s (Max) 


SKU: Capacity Interface Buffer SKU: Size Height 
31AC4377 —1Tb SATA6G/bs 64Mb . -- 04X3861 320Gb 7mm 
31AC4382  4Tb SATA6G/bs 64Mb- -— 04X3863 500Gb 7mm 


Samisk 


X400 2.5" Solid State Drives 


*Connector Type: SATA 6Gb *Sequential Read/Write - Up to 


546/342MB/s eRandom Read/Write - Up to 33/62kIOPS 


Western 
Digital’ 


Caviar™ Black 3.5" Hard Drives 


SKU: Capacity _Interface hie ; 

Maximum performance for power computing *Dual 
2.5” Form Factor processor and bigger, faster dynamic cache for maximum 
31AC4050 64GB SATA 6Gb/s os read and write speeds Interface: SATA 6GB/s ¢7200RPM 
31AC4051 128GB SATA 6Gb/s — SKU: Capacity Buffer 
31AC4052 256GB_ SATA 6Gb/s _ 31AC4385 500Gb 32Mb — 
M.2 2280 Form Factor 31AC4378 1Tb 64Mb —_ 
31AC4053 64GB SATA 6Gb/s _ 31AC4388 6Tb 128Mb _ 


Western 
Digital’ Qa 


Scorpio™ Black 2.5" Hard Drive 
eCapacity: 750Gb elnterface: SATA 3Gb/s eBuffer: 16Mb 
RPM: 7200 


SKU: STACAS9D . oe one ce eee ee sie oo 


IDE Solid State Flash Memory Module 


°256MB flash memory *Faster and more reliable than 
traditional disks @A highly cost-effective solution 


SKU: 31AC4623 .......0. eee 20.56 


MCM ELECTRONICS COMPUTER PRODUCTS 


y 21.5" HDMI LED Monitor 


Resolution: 1920x1080 *Response time: 5ms Contrast 
ratio: 10000000:1 eBrightness: 250cd/m? *Connections: 
HDMI, VGA, DVI-D 3.5mm audio in, 3.5mm headphone 
*Speakers: 1W x 2 Stereo eDimensions: 20.19 x 15.19 x 
7.91" eWarranty: 3 Year Manufacturer's warranty *Contents: 
Monitor, power cord, DVI cable, VGA cable, audio cable, 
user guide 


SKU: 4075483 


Inspiring Innovation « Paral 


oe a ® 
JUS 24" HDMI LED Monitor 


*Superior image quality meets classic elegant design *Smart 
View Technology for versatile viewing positions *Panel 

size: 23.6" eResolution: 1920 x 1080 *Response time: 

2ms eContrast ratio: 50000000:1 eBrightness: 300 cd? 
*Connections: HDMI, DVI-D, VGA 


SKU: 85W0219 


Inspiring Innovation + Pe 


24" HDMI LED Monitor with Webcam 


°1.3M pixel webcam for real-time video communication 
eAdvanced video technologies for exceptional visuals 
Panel size: 24" eResolution: 1920x1080 Response 
time: 2ms ¢Contrast ratio: 2000:1 *Brightness: 300 cd/m? 
*Connections: HDMI, 3.5mm Audio in, 3.5mm headphone 
*Speakers: 2W x 2 Stereo 


SKU: 85W0833 


NOoc 


EVER VALUE 


27" Eco-Friendly LED Monitor with Speakers 


Panel Size: 27" Resolution: 1920 x 1080 *Response Time: 2ms 


¢Dynamic Contrast Ratio: 20M:1 *Brightness: 300cd/m2 *Connections: 
HDMI, DVI, VGA eDimensions: 17.8” x 22.26” x 9.59" eMfr. #E2752VH 


SKU: 31AC7682 


= 


Stellar @)com Computer 


19" LED LCD 1080P Monitor with Speakers 
eVGA and Audio Inputs 2 X 4W Stereo Speakers °75 x 
75mm VESA wall mount pattern eThin design with piano-black 
glossy bezel 


SKU: 78Y7724 


_ 
q, 


HDMI — DVI Adapters 
°Gold plated connectors °8" cable length 
Fig. SKU: Description 
A 6570521 ~=HDMI male to HDMI female 
and DVI female 
B 6570535 HDMI male to 2x HDMI female 4.80 


= 


Stellar @) Computer” 


22" LED LCD 1080? | Monitor with Speakers 
¢Panel Size: 21.5" Diagonal *Resolution: 1920 x 1080 
eResponse Time: 5ms eBrightness: 200cd/m2 *Connections: 
HDMI, DVI, VGA and 3.5mm eSpeakers 2 x 2W 
¢Dimensions: 20%" x 14 %" x 7" (with base) 


SKU: 78Y7725 


= 


Stellar @)c om _ 


24" LED LCD 1080? | Monitor with Speakers 


Panel Size: 23.8" Diagonal *Resolution: 1920 x 1080 
eResponse Time: 8ms eBrightness: 250cd/m2 *Connections: 


VGA to Dual VGA Adapter 
eTurn one VGA output into multiple video outputs eHD-15 
VGA to two HD15 VGA outputs *This unique adapter splits a 
VGA output into two video outputs 


SKU: 71R7439 


“Dimensions: 21%" 15%" 8 Gath base) Super VGA Cables _ 

SKU: 78Y7726 .. 0.2... eee eee eee eee _ SKU: Description 
2413633 1' HD-15 male to female _ 
2413635 3' HD-15 male to female — 
50B5350 6' HD-15 male to female - 
1800236 10' HD-15 male to female -- 
29C8690 15' HD-15 male to female -- 
1800238 25' HD-15 male to female — 
2705680 50' HD-15 male to female — 
3808978 75' HD-15 male to female —- 
1800284 100' HD-15 male to female - 
2413634 1' HD-15 male to male —- 
2413636 3' HD-15 male to male 0.36 
50B5351 6' HD-15 male to male 5.15 
92B0628 10' HD-15 male to male 5.36 
3808979 15' HD-15 male to male _ 

~ 92B0629 25' HD-15 male to male zs 
92B0630 50' HD-15 male to male 22.65 
3808980 75' HD-15 male to male -- 
99B1902 100' HD-15 male to male -- 


Visit newark.com for full list on all of the products 


DIGITAL. 


INNOVATIONS 


Wireless Keyboard/Mouse Combo 


*Low profile keys designed for speed and comfort 
eKeyboard battery life up to eight months, includes 
a low battery indicator 2.4GHz technology provides 
reception range up to 30' with included nano USB dongle 
Spill resistant design provides protection in case of spills 
eThe mouse features optical sensing technology to promote 
battery life up to 12 months, and includes a low battery 
indicator eMfr. #4270100 


SKUL3290463) 2 ccs Se aatan oes ecde se B1Ag 


QIDGEAR 
2.4GHz Long Range Wireless 
Keyboard/Mouse Combo 


°2.4 GHz wireless to use from up to 33' away from USB 
receiver @Spill-Resistant/SpillProof: Accidental liquid spills 
and splashes will harmlessly drain out of your keyboard 

°DPI switch allows you to adjust mouse sensitivity to your 
preferences eAdjust DPI: 1000/1500/2000 DPI *Caps Lock, 
Number Lock, and battery status LED indicator *Volume 
control and Pause hot keys 


SKU: 85W0515.. 2... oe 


@- 
Logitech Mk270 Keyboard/Mouse Combo 


*Sleek mouse that can be taken anywhere eAdvanced 24 
month battery life\ ¢8 hot keys Spill proof keyboard 


SKU! 2ZOX1IAD sie. e svecact ances ayerne aed weds 29.99 _ 


Logitech 
MK320 Wireless Keyboard/Mouse Combo 


eLow-profile, whisper-quiet keys help make typing IMs, emails 
and anything else nice and easy eAdvanced 24 month battery 
life ¢11 hot keys ¢Spill proof keyboard 


SKU! 20X1142) os. ie eee nie eye eds ee 48.19 


MCM ELECTRONICS COMPUTER PRODU 
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Logitech 
typing thanks to low-profile keys ¢Spill-resistant design lets 
liquid drain out of keyboard without damage ®Bold, bright 


white characters make the keys easier to read ®Plug-and-play 
USB connection makes setup as easy as can be 


SKU: 42X4695 0-0. 2 ene cite ce see ee oe 16.79 


K120 Black USB Keyboard 


Sleek yet sturdy design that gives you a 


110-Key USB Keyboard 


Attractive styling and contemporary 

look compliments any computer ¢Durable 
keyboard design Spill resistant design 
provides protection in case of spills by 
allowing liquids to drain out of the keyboard 
MICRO Adjustable keyboard height and tilt legs for 
INNOVATIONS” personalized comfort *Mfr. #5250200 


SKU: 32T0507 .... 2.2.0... 0. 0c eee eee 10.99 


Black USB Keyboard 


eUSB interface ¢5' cable *Space saving rounded design 


SKU: BOR611 2. cee ei eee ire —_ 


Logitech Cordless Desktop Wave 


eA laser mouse-and-keyboard combo that helps you get more 
done—in more comfort eCushy cushion: When you're not 
typing, the cushioned palm rest will help make your hands 
happier. *Battery life: Up to three years based on normal 
operating conditions *Wave-shaped key frame: Gradual 
wave-shaped contour, this keyboard supports the actual, 
varied lengths of your fingers ¢100Q0dpi laser mouse *One- 
touch controls: You'll enjoy fast, easy access to music, video, 
the Internet, and more with one- touch access controls and 
programmable F-keys Unifying receiver supports up to six 
devices 


SKU GOR 72234 .2200esaicrencadenapers 85.50 


better typing experience ¢Comfortable, quiet 


| 


Stellar / ) ™ 
Labs oes 


Miniature Keyboard with Touchpad 


eHandheld style home theater keyboard *Fully featured 
72-key qwerty key layout consoles Perfect for instant 
messaging applications ®Built-in touchpad with adjustable 
resolution ¢2.4GHz Wireless technology with 30' range 
eRechargeable Li-ion battery, charges via USB *Compatible 
with Media PC's, Android® TV Boxes, Xbox® and PS4® ¢Only 
6" (LD and 2.25" (D) 


SKU! 84Y8222 «occ ek cae aed as a 


(C ) Compr iter™ 
—+P lus 


Wireless Keyboard with Touchpad 


Enjoy a full size computing experience with a mini keyboard 
eRechargeable battery keeps you free to move around ®30' 
operating distance *Control PC's, gamesystem or any device 
that supports USB keyboards 


SKU: 846224... cece eee nee ene 20.91 
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Stellar ( ™ 
Labs © Compnicy 


Wireless Keyboard with Touchpad 


eHandheld style home theater keyboard *Fully featured 
80-key qwerty key layout *Compatible with Media PC's, 
Android® TV Boxes, Xbox® and PS4® consoles ®Perfect 

for instant messaging applications *Built-in touchpad with 
adjustable resolution eInnovative mouse-wheel feature for 
easier browsing ®2.4GHz Wireless technology with 30' range 
eRechargeable Li-ion battery, charges via USB 


SKUS B4V8228 ewe ies essences ace ane ards oi 13.39 


omputer™ 
+Plus 


Slim 3-Button 1600dpi 


Wireless Optical Mouse Wj 


°2.4GHz wireless technology 
¢3-button universal design for 
right or left hand use *Rubberized button overlay prevents 
excessive wear and tear *Nano receiver stores away for 
travel Dimensions: 3.8" (L) x 2.09" (W) x 3.07" (H) 


SKU! 40VS3306 «=o ec ek ee eccsie eee ote or 6.16 


Logitech 
M310 Wireless Mouse 


eHand-friendly design ¢Plug-and-forget 
nano-receiver ¢Up to12-month battery 
life Advanced 2.4 GHz wireless connectivity 
¢Smooth, responsive tracking 


e 


SKU: Color 

20X4953 Silver 29.99 
20X1133 Red _ 
20X1131 Blue 


MCM ELECTRONICS COMPUTER PRODUC 


Logitech 
Black USB Optical Mouse 


*Optical precision ¢Full three button 
scroll functionality *USB interface eDesigned 

for right or left handed use eThree year warranty *Requires 
available USB port 


SKU! 46M5975 oo cc ec ccees ee eae eee one _ 


a 
«&- MK710 Cordless Desktop 


H eLogitech® Incurve keys™: Concave keys 
Logitech with softly-rounded edges position your 
fingers properly *Battery life: Up to three years based on 
normal operating conditions* *Operating range: Up to 10 m 
(33') eLCD dashboard: Gives you at-a-glance icon status of 
your battery, caps lock, scroll lock and num lock, ¢Unifying 
receiver supports up to six devices 


SKUE BOR L727 a ce.e ais. cic spersteepetdye apacapecanns ar ova 94.49 


K350 Cordless Keyboard 


eCushy cushion: When you're not typing, the 


&- 


H cushioned palm rest will help make your hands 
Logitech happier ¢Wave-shaped key frame: Gradual 
wave-shaped contour, this keyboard supports the actual, 
varied lengths of your fingers eUnifying receiver supports up 
to six devices 


SKUSSOR7721 2c es cee iti tie en 69.99 _ 


Logitech 
Performance 
Mouse MX™ 


¢Darkfield Laser Tracking™: Accurate, 
precise cursor control on virtually any surface, even glass 
Unifying receiver supports up to six devices ¢Flexible 
recharging system: A micro-USB cable charges your mouse 
through your computer or a standard outlet *Hyper-fast 
scrolling: You'll fly through documents and Web pages with 
a single spin 


SKU: 8O0R7709 ..-.. 20 ite te Se ed os a 


1646 


&- MK120 USB Keyboard 


Logitech Mouse Combo 


Durable, full size USB keyboard and 1000Dpi 
optical USB mouse Comfortable, quiet typing 
thanks to the low-profile keys that barely make a sound 
¢Spill-resistant design allows liquid to drain out of the 
keyboard without damage *Durable keys last up to 10 million 
keystrokes *Mouse features high-definition optical tracking 
for smooth cursor control ePlug and play USB connections 


SKU ACIUHIG cde ohn ee batacdecbaws 19.99 


«&- MK520 Wireless 
\ Keyboard/Laser 


Logitech Mouse Combo 


eLogitech® Incurve keys™ are whisper-quiet, and concave 
keys position your fingers properly *Hand-friendly laser 
mouse has contoured sides and soft rubber grips keep your 
hand comfortable, supported, and in control eLaser mouse 
lets you enjoy smooth, precise tracking on virtually any 
surface Battery life of three years for the keyboard, one year 
for the mouse *Logitech® unifying compact receiver connects 
both keyboard and mouse to a single USB port eAdvanced 
2.4GHz long-range wireless connection virtually eliminates 
delays, dropouts, and interference eMfr. #920-002553 


SKU! 4810179. 5 sc teen ee — 


«&- M100 USB Mouse 
‘~  *Simple to set up and 


H use, just plug the cable 
Logitech into a USB port °Full-size 


comfort *Ambidextrous design works with 
either hand *Responsive, smooth cursor 
control and precise tracking thanks to 
high-definition 1000dpi optical tracking 


SKU! 4870158 «ee es 11.54 


Spill-Resistant Keyboard/Mouse Combo 
¢Spill-resistant feature protects your keyboard from 
accidental splashes and spills *800dpi high resolution optical 
sensor delivers precise cursor movement and can be used 
on most surfaces eConvenient LED status indicator, easy to 
view Num Lock, Cap Lock, and Scroll Lock LEDs *Curved 
space bar keeps your hands in a more natural position 


SKU! 47717106... 2c eee tie ee cee ce 


@CIOGEAF® sb KVM Switch 


eOne USB keyboard, USB mouse, and VGA monitor 
control two or four computers ¢Max resolution: 2048 x 
1536, DDC2B ePlug-n-Play monitor support ¢No software 
drivers required, simply connect the cables to the computers 
Computer selection via 6' remote controller cable that can 
be placed on your desk for easy reach 


SKU: Mfr. # Description 

3179616 GCS22U TwoPort 27.95 
3179617 GCS24U Four Port 69.95 
@QIDGEAr 


Two-Port USB DVI KVM with Audio 


eShare one DVI monitor, mouse, keyboard, speaker set 

and microphone between two computers ®Single link DVI 
resolution up to 1920 x 1200 at 6OHz ePort switching via 
remote switch button or hotkeys *Hotkeys allow independent 
KVM and audio switching between computers *USB mouse 
and keyboard emulation for error-free boot-up 

eMfr. #4CS932UB 


SKU: 3179619 .................00000. —_ 


| 


@1OGEAF  2-Port HDMI KVM Switch 


Combines high definition video and USB 2.0 technology 
Enables effortless control of two devices with HDMI video 
connections using a single USB keyboard, USB mouse, and 
HDMI monitor ¢Supports full 1080p resolution and higher, 
up to 1920 x 1200 @60Hz *HDCP compliant *USB 2.0 
peripheral sharing via mouse port ¢Mfr. #GCS62HU 


@ TRENDnet 
2-Port Mini KVM Switch 


eAllows you to manage multiple PCs with 
just one keyboard, monitor, and mouse Mini 
design takes up less desktop space elncludes two 4' USB 
cables eMfr. #TK-207K 


SKU: G2M9992 «2 ie cece cece dee ce ae was 28.04 


Category 5e UTP Patch Cables 


Molded snagless connectors 


MCM ELECTRONICS COMPUTER PRODUCTS 


SKU: Length SKU: Length SKU: Length SKU: Length 
Gray Yellow White Red 
4075133 il = 3901119 25) 3901103 7 = 3901084 = 10' = 
3901087 2' _ 3901120. = 50' ~— 10.99 ©§©=:3901104 = 10' _ 3901085 = 14’ = 
3901088 3' _ 8808420 100° —- 3901105 14 = 3901086 =25' += 5.99 
3901089 4' 1.29 Blue 3901117 15' = 8808427 50° 8.99 
3901090 5 _ 4075130 1 _ 3901118 —.20' _ 8808418 100° -- 
3901091 6 _ 3901048 2' = 3901106 = 25' = Orange 
3901092 hi _ 3901049 3 _ 8808429 50' —s8.49 4075134 1' —_ 
2800064 10° 1.09 3901050 4' _ 8808430 100° - 4075135 2' = 
8808428 14’ = 3901051 5' _ Black 8808431 3 _ 
3901097 15° _ 3901052 6 _ 4075129 il _ 8808422 5 _ 
39C1098 =—.20' _ 3901053 7 _ 1202508 2' _ 8808423 7 _ 
3901099 —.25' _ 3901055 10' 249 3901068 3 1.09 8808424 14’ _ 
3901100 =—50' 0.75 3901057 14,244 = 3901070 5 1.69 8808425 50' = 55.99 
3901095 =6100) 3901058 15° = 39C1072 ih 1.99 Green 
Yellow 39C1059 = 20' = 39C1075 ~—10' = 4075131 1 _ 

4075140 le = 3901060 = 25' 599 3901077 144.49 4075132 2' _ 
3901107 2' = 3901061 50' _ 39C1080 = =25' ~~ 5.79 3901062 3' _ 
3901108 a 1.09 8808417 100) — 8808421 50' _ 3901063 5' _ 
3901069 4' 1.29 White Red 3901064 if 2.09 
3901110 5 1.49 4075138 il _ 4075136 i = 3901065 = 10' _ 
3901112 as _ 4075139 2' _ 4075137 2' _ 39C1066 = 14’ _ 
3901115 = 10's 2.39 3901101 3 _ 3901081 3 1.09 3901067 = 25' = 
3901116 14’ = 3901109 4 _ 3901082 5' 1.69 8808419 = 50' _ 
3901078 = 15's 4.79 3901102 5: _ 3901083 ra _ 

3901079 =. 20' _ 3901111 6 _ 
Category 6 UTP Patch Cables 
Molded snagless connectors 

SKU: Length SKU: Length SKU: Length SKU: Length 

Gray Yellow White Red 
2776653 dt = 3179648 50' = 95K3557 10 = 95K3548 3 = 
2776654 2' _ 4015141. 100) — 95K3558 14 —_ 95K3549 5' —_ 
95K3536 3 _ Blue 95K3559 =. 25' = 95K3550 7 1.49 
95K3537 5' _ 2776649 al _ 3270119 50' _ 95K3551 10' 1.99 
95K3538 7 _ 2776650 2' = 3270118 = 100° 95K3552 14’ = 
95K3539_ ~—-10' _ 95K3532 3 = Black 95K3553—25' _ 
95K3540 14’ = 97H4083 5! = 2776647 1 = 3179647 50' = 
95K3541 25° = 95K3533 re = 2776648 2' = 3270117, 100) 
2776664 50' 7.99  97H4096 10° = 98H4471 3' 1.99 Green 
3270115 100° ° —~ 95K3534.— 14's 5.24 95K3528 5' a 2776651 1' = 
Yellow 95K3535 —25' _ 95K3529 7 1.49 95K3542 3' 0.99 
2776661 1 = 3179646 50' _ 01J0257 10' _ 95K3543 5' _ 
2776663 2! _ 3179645 100' 14.99 95K3530 14’ _ 95K3544 ra _ 
95K3560 3 _ White 95K3531 25' _ 95K3545 ~—10' _ 
97H4105 5' 1.29 2776659 1 _ 3270112 50' 10.67. = 95K3546~—s 14’ _ 
95K3561 7 _ 2776660 2! _ 3270111, 100° 95K3547 —25' _ 
97H4112, = 10' = 1.99 =: 95K3554 3' _ Red 3270114 50! _ 
95K3562 14’ = 95K3555 5' 1.23 2776657 il = 3270113. 100) —- 
95K3563 =. 25' _ 95K3556 7 _ 2776658 ey —_ 
Category 5e 


In-Line Coupler . a 
¢Standard: Meets EIA/TIA 568-A Cat 5 


*Enclosure: UL 94VO material eDimensions: 1.93" (LD x 
0.69" (W) x 1.18" (H) 


SKU: 2407105 


Keystone Jacks 
°110 type punchdown 
connections with cable 
tie to secure cable 


wow 


GERA GRAND’ 
Cat6A High Speed 


Patch Cables 

*Color: Blue Shielded RU45 

connectors with 50u Gold plated 

contacts *Supports 10 Gigabit data 

transmission from 10GBase-T ports and 

equipment ¢Flexible and durable CAT6A cable with high 
bandwidth of up to 550 MHz high-speed data transfer 


SKU: Length 

Shielded Twisted Pair (STP) 

48Y4271 1 6.95 
48Y4272 3' 8.95 
48Y4273 5' 9.95 
48Y4274 7 10.95 
48Y4275 10° 12.95 
48Y4277 14' 15.95 
48Y4278 25' 22.95 
48Y4279 50' 36.95 
48Y4280 75! 50.95 
Unshielded Twisted Pair (UTP) 

48Y4281 it 5.95 
48Y4282 3' _ 
48Y4283 5' 7.95 
48Y4284 7 8.95 
48Y4287 14 14.95 
48Y4288 25' 18.95 


GTERA GRAND" 


CAT-7 High Speed Patch Cables 


Material: 50 micron gold plated, each individual twisted pair 
is shielded with Aluminum Mylar foil eThese twisted pairs are 
then bundled together in an 85% Tinned Copper Braid Shield 
eSupports 600Mhz up tO 10Gbs of bandwidth 


SKU: Length 

Black 

48Y4294 3 8.95 
48Y4296 6 10.95 
48Y4298 7 11.95 
48Y4300 14 14.95 
48Y4302 25' 18.95 
48Y4304 50' 29.95 
White 

48Y4295 3 8.95 
48Y4297 6 10.95 
48Y4301 14 8.34 
48Y4303 25' 18.95 
48Y4305 50' 29.95 


Cat6 Keystone Jacks 

High performance Cat6 jacks for use in keystone wallplates 
¢Meets 568A and 568B wiring requirements *Accepts 22-26 
AWG solid wire ePunch down termination 


SKU: Color SKU: Color 

65/9307 Yellow 0.90 6174338 White 1.34 
96K1770 Green 0.90 6174339 Ivory _ 
58K5261 White 0.48 6174340 Green _ 
65/9309 Blue 0.59 6174341 Yellow 1.34 
65/9312 Red _ 6174342 Blue _ 
18P9247 Ivory _ 6174343 Red 1.09 


MCM ELECTRONICS MAKERSPACE 


The Latest Generation of Raspberry Pi™ 
The Raspberry Pi™ 3 Model B! 


With a faster processor, integrated WiFi and Bluetooth, and improved power management, the Raspberry 
Pi™ 3 is “loT Ready” to power all of your connected projects! 


Upgrades Include: 

°1.2GHz Quad-Core Broadcom BCM2837 ARMv8 64-bit Processor Integrated BCM43143 WiFi eBluetooth Low Energy 
(BLE) on board *Upgraded power management for powering devices over USB (5V 2.4A power supply recommended) 
Full Specs: 


Processor: 1.2GHz Quad-Core Broadcom BCM2837 ARMV8 64-bit eIntegrated BCM43143 WiFi eBluetooth Low Energy 
(BLE) ¢1Gb RAM ®40pin extended GPIO ¢4 x USB 2.0 Ports °10/100 Ethernet 4 pole stereo audio/composite video 
port Full size HDMI output ¢CS! camera port for Raspberry Pi™ Camera eDSI display port for connecting Raspberry Pi™ 
Touchscreen @MicroSD port for operating system and data storage 


SKU: 77Y6520 (Board Only) 


; 
Raspberry Pi 3 


Model B Starter Kit 


‘ 
Raspberry Pi 3 


Model B Media Center Kit 


: 
Raspberry Pi’ 3 


Model B Weat 


Raspberry Pi’ 3 


‘Model B Project Kit 


Raspberry Pi 3 


B Complete Kit 


Fig. A B C D E F 

Description Starter Media Project Weather Complete Camera 
Kit Center Kit Kit Monitor Kit Kit Kit 

Raspberry Pi™ 3 Board w/Integrated WiFi & Bluetooth ° e e ° ° ° 

Preloaded SD Card ° ° ° ° e ° 

5.25V 2.4A Power Supply ° ° ° ° ° ° 

Enclosure ° ° . ° . 

Starter Guide ° ° ° ° ° e 

HDMI Cable ° ° ° 

Component Pack (GPIO Breakout, Breadboard, ° 

Jumper Wires, LEDs, Buttons, Resistors, etc.) 

Raspberry Pi™ Sense Hat, GPIO Extension, & Standotfs ° 

1 Year Initial State Subscription ° 

Wireless 2.4GHz Keyboard w/Integrated Touchpad ° 

Camera Module e 

SKU: 31AC4865 31AC4866 84Y3684 31AC4867 31AC4868 31AC4869 

02AC9990 


02AC9992 


Raspberry Pi Compute Module 3 
eA DDR2-SODIMM-mechanically-compatible System on a Module (SoMs) containing processor, 
memory, eMMC Flash and supporting power circuitry eThis module allows a designer to leverage 


Raspberry Pi Compute Module 3 Development Kit 


*Contains: Raspberry Pi Compute Module 3 (CM3), Raspberry Pi Compute Module 3 
Lite, |O Board, Power Supply 5VDC/2.5A *The CM3 contains a BCM2837 processor (as 
used on the Raspberry Pi 3), 1Gbyte LPDDR2 RAM and 4Gbytes eMMC Flash *CM3L is 
the same as CM3 except the eMMC Flash is not fitted, and the SD/eMMC interface pins 
are available for the user to connect their own SD/eMMC device *This module allows a 
designer to leverage the Raspberry Pi hardware and software stack in their own custom 
systems 


SKU: 02AC9991 102.51 


1648 


the Raspberry Pi hardware and software stack in their own custom systems *Contains a BCM2837 
processor (as used on the Raspberry Pi 3), 1Gbyte LPDDR2 RAM and 4Gbytes eMMC Flash ##83- 
17827: Flash is not fitted, and the SD/eMMC interface pins are available for the user to connect their 
own SD/eMMC device 


SKU: Description 
02AC9990 Compute Module 3 _ 
02AC9992 Compute Module 3 Lite _ 


Visit newark.com for full list on all of the products 


& Raspberry Pi 


Raspberry Pi 


7” Touchscreen Disala 


Raspberry Pi 7" Touchscreen Display 
Perfect for portable and embedded projects 

°800 x 480 resolution °10 finger capacitive touch 
Connects to the Pi using the DSI port *Requires latest 
Raspbian OS 


SKU AOV1712 cc. cecewec near see ceaseres 60.00 


& Raspberry Pi 
Raspberry Pi 


Sense HAT 


Raspberry Pi 
Sense HAT - 


AstroPi 

eThe Raspberry 
Pi Sense HAT 
attaches via the 
Pi's 40pin GPIO 
port to read and 
display sensor 
data from a host 
of onboard sensors *Based on hardware currently in orbit 
on the ISS, the Sense HAT lets you create applications, 
experiments, and games °6 onboard sensors °8 x 8 RGB 
LED display °5 button directional joystick ¢Python library for 
easy programming 


SKU: 49Y7569 1... eee 36.47 


60V VW-1 


® es 
Raspberry a 


Camera V2.1 
naa Made in PRC 
» E305654a° 


JxO294V-0 
3 tL) 


Cc 60V VW-1 
Camera V2 
¢Take HD quality 
photos and video : 

using your Raspberry Pi® *8MP e 
Sony® IMX219 image sensor is 

capable of taking 3280 x 2464 pixel images and capturing 
video at 1080p30, 720p60 and 640x480p90 resolutions 
¢Plug-and-play compatible with the latest Raspbian operating 
system ¢Small 25mm x 25mm x 9mm footprint ¢Works with 
all Raspberry Pi® models with a CSi port 


SKU! 77Y6521 oe 25.22 


Cc 60V VW-1 


@ 
1 
+ . 
: | eee 
NolIR Camera V2 BO ne SES V2 
eIR sensitive for low-light > Or? 


and research applications (IR filter 
film included) e8MP Sony® IMX219 image sensor is capable 
of taking 3280 x 2464 pixel images and capturing video at 
1080p30, 720p60 and 640x480p90 resolutions ¢Plug-and- 
play compatible with the latest Raspbian operating system 
Small 25mm x 25mm x 9mm footprint eWorks with all 
Raspberry Pi® models with a CSi port 


SKU TINGS 22 eke ide ae 2 aide we awe ee wee 27.27 


Official Raspberry | —" / 
. . 45 
Pi™ Foundation > / 
5V 2.5A Power (4 / 

Supply | 

°Specifically designed for ) | 4 H 

use with the Raspberry y [wr 4 

Pi 3 Model B ¢Provides (if 

a regulated 5.1VDC @ / im 

2.5A ¢1.5M lead with 

MicroUSB end elncludes world-wide plug adapters 
SKUSOAYI99 yin Prenton tin dweeion ts ‘S 


elementiu. 8 


* Pre-installed with NOOBS for Raspberry Pi 
* Contains Raspberry Pi Recovery System 


16GB MicroSD Card w/NOOBS OS for 
Raspberry Pi™ 3 


ePreloaded with NOOBS operating system and recovery 
options ¢Compatible with all Raspberry Pi models including 
the Pi 3 eHigh-speed Class 10 technology for maximum 
performance 


MCM Part# 77Y6534 .................. Lo 


Foundation Case for Raspberry Pi 3™ 


Official case from the Raspberry Pi Foundation eCompatible 
with Raspberry Pi B+, 2, and 3 eRemovable panels provide 
easy access to GPIO, camera, and display ports ¢Plug in 
HATs without removing your Pi from the case 


SKU: 8OY1195 5. 2 tee cca cies sete de de ate 7.00 


aS 
8 a 
Foundation Case for Raspberry Pi™ 3 


Official case from the Raspberry Pi Foundation eCompatible 
with Raspberry Pi B+, 2, and 3 eRemovable panels provide 
easy access to GPIO, camera, and display ports ¢Plug in 
HATs without removing your Pi from the case 


SKU TAY G18 an. cc eje ein aee a alete wiacane Gales che .7.00 
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5.25V/2.4A Micro USB 


~ VE ‘Switching AC 
Tape Power Supply 
& 
THe 
Ma, Fer. 1E} 
Mt Conese. 


Raspberty Pi 3 Budget Kit 


*Need the basics to get started with the Raspberry Pi 
without breaking the bank? *The Pi budget kit is the perfect 
way to get started, especially if you already have a microSD 
card or two lying around eKit includes: Raspberry Pi 3, clear 
enclosure, 5.25V 2.4A USB power supply, and Pi heatsink kit 


SKU: 31AC4870..............0..0.000. _— 
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Raepbeny Pi 3 Retro Gaming Bundle 


elt's now possible to transform your Raspberry Pi into an all- 
in-one retro gaming console thanks to the RetroPie project! 
¢RetroPie builds upon Raspbian, EmulationStation, RetroArch 
and many other projects to enable you to play your favourite 
Arcade, home-console, and classic PC games with the 
minimum set-up eIncludes: Raspberry Pi 3 Board, 5V 2.4A 
Power Supply, Clear Enclosure, two Retro SNES Style USB 
Controllers, USB SDHC Flash Reader, 6' High-Speed HDMI 
Cable, 16GB microSD card w/adapter pre-loaded with the 
NOOBS image, 8GB USB Thumb Drive, MicroSD to USB 
Adapter 


SKU: 31AC4871.................00000. oo 


16. 
elementiv & 


ap @ 


Bring Your Own Pi Retro Gaming Bundle 

elt's now possible to transform your Raspberry Pi into an all- 
in-one retro gaming console thanks to the RetroPie project! 
¢RetroPie builds upon Raspbian, EmulationStation, RetroArch 
and many other projects to enable you to play your favourite 
Arcade, home-console, and classic PC games with the 
minimum set-up ¢Includes: Clear Enclosure, two Retro SNES 
Style USB Controllers, 6' High-Speed HDMI Cable, 16GB 
microSD card w/adapter pre-loaded with the NOOBS image, 
USB SDHC Flash Reader, 8GB USB Thumb Drive, MicroSD 
to USB Adapter 


SKU:3TAC4908 2 2.25 ese nce eden ee os 
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WA RASPBERRY PI COMPATIBLE! 


Picade 

eA stylish, retro, and fun arcade cabinet 
for your Raspberry Pi. ¢The Picade 
comes in kit form for you to build at 
home. All parts, panels, and components 
are included - you just need to supply 
the Raspberry Pi and power adapter! 
Unlike many cabinet kits our panels are 
powder-coated in black so the end result 
feels like a finished, quality product. The 
chassis makes a great sounding-board 
for the included speakers, you can't fake that retro sound 


SKU: 31AC5260 ...............0..0000. ‘aa 
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Picade Console 

Stylish, retro, and fun arcade 
controls for your Raspberry Pi. 
eThe Picade Console comes 
in kit form for you to build at 
home. All parts, panels, and 
components are included - you just need to supply the 
Raspberry Pi! We highly recommend using a Raspberry Pi 

3 as the extra processing power gives great performance in 
many emulators. ¢Unlike many cabinet kits our panels are 
powder-coated in black so the end result feels like a finished, 
quality product. The chassis makes a great sounding board 
for the included speakers, you can't fake that retro sound 


SKU: 31AC5261................000085 101.58 
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Picade HAT 


eTurn your Raspberry Pi into a retro 
games console Picade HAT includes 
joystick and button inputs, a e3W 12S 
DAC/amplifier, and soft power switch 
12S audio DAC with 3W amplifier 
(mono) ¢Safe power on/off system *Micro-USB 

connector for power (back-powers your Pi) ¢4-way digital 
joystick inputs *6 x game button inputs °4 x utility button 
inputs ¢1 x soft power switch input *Breakout pins for other 
GPIO features 


SKU: STAC5299:. . ce eee eee wwe 16.06 
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Picade PCB Arduino 
Compatible with 3W Amp 


This is an Arduino-compatible 
board with integrated 3W stereo 
amplifier designed for use in arcade 
projects elt behaves like a keyboard 
when plugged in via USB and has a default key- 

mapping (though you can reprogram it using the Arduino 
IDE). Connections are made using screw terminals for a 
solid, permanent installation. *Powered by an ATmega32U4 
(32KB, 2.5K RAM @ 16MHz) °6-pin ISP header for direct 
programming (also pre-loaded with Arduino bootloader) 
Includes a stereo 3W amplifier (PAM8407) for use with 40 
speakers 


SKU: 31AC5262 ..............0.000000. 24.04 
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Flotilla Mini Starter Kit 


¢Flotilla is a range of smart, friendly, and affordable modules 
that you connect together to create amazing projects that 
can sense and react to the world around them eKit includes: 
¢Rainbow: makes the perfect little mood light ¢Touch: ideal 
for reaction time games, or a tiny piano ¢The Dock: The heart 
of the Flotilla system, it has eight ports for Flotilla modules, 
and connects to your Raspberry Pi with a USB A to micro B 
Dock cable *Paper-craft model kit: paper-craft pieces for the 
mood light Cookbook recipe eQuickstart guide *Dock cable 
and module ropes 


SKU: STAC 248 «occ ae ewe wea ee ae 29.73 
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Flotilla Medium Starter Kit 


¢Flotilla is a range of smart, friendly, and affordable modules 
that you connect together to create amazing projects that 

can sense and react to the world around them. ePowered 

by Raspberry Pi Kit includes: eLight: remind yourself when 
you've left the lights on in your house *Rainbow: makes the 
perfect little mood light *Touch: ideal for reaction time games, 
or a tiny piano ¢Weather: set up a mini weather station in your 
house *The Dock: The heart of the Flotilla system, it has eight 
ports for Flotilla modules, and connects to your Raspberry 

Pi with a USB A to micro B Dock cable ¢Paper-craft model 
kit: paper-craft pieces for the mood light Cookbook recipe 
eQuickstart guide *Dock cable and module ropes 


SKUPSTACS290 se is cce ca ha tie ne eed ees 42.13 
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PiGlow 


eThe PiGlow is a small add on 
board for the Raspberry Pi 
that provides 18 individually 
controllable LEDs. eThere 
are tons of things you can 
do with it: Mood lighting/ 
ambience, showing current 
system load, notify you of events 
like mentions in tweets or incoming 

e-mail, feedback the status of scripts/daemons running on 
your Pi eWorks great when VESA mounted to provide a 
cast against a wall, and pretty much anything else you can 
think of! 


SKU: 31AC5248 .... 2... eee eee 


| Your firststeps. 
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Flotilla Mega Treasure Chest Starter Kit 


¢Flotilla is a range of smart, friendly, and affordable modules 
that you connect together to create amazing projects that 
can sense and react to the world around them Kit includes: 
¢Colour: ideal for using in line-following robots, detecting 
fruits, or sorting M&M's! Dial: perfect for using as a simple 
game controller for games like pong Joystick *2x Light: 
remind yourself when you've left the lights on in your house 
Matrix: perfect for scrolling text on, or using as a tiny marble 
maze eMotion: use it as a tilt-sensitive controller for games 
¢2x Motor *Number: perfect as a clock, or a countdown 
timer ¢Rainbow: makes the perfect little mood light ¢Slider: 
perfect for using as a synth controller *Touch: ideal for 
reaction time games, or a tiny piano eWeather: set up a mini 
weather station in your house *The Dock: The heart of the 
Flotilla system, it has eight ports for Flotilla modules, and 
connects to your Raspberry Pi with a USB A to micro B cable 
¢Noisemaker synth kit: Channel your inner superstar DJ with 
our Noisemaker synth ®Robot kit: Build a cute little robot 
rover @Paper-craft model kit: Paper-craft pieces for the mood 
light Cookbook recipe Dock cable and module ropes 


SKU: 31AC5251 
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Unicorn HAT 

Sporting a matrix of 64 (8 x 
8) RGB LEDs and powered 
directly from the Pi, this is 
the most compact pocket 
aurora available ¢64 RGB 
LEDs (WS2812B) eLED data 
driven via DMA over PWM 
Compatible with Raspberry Pi 3, 2, B+, 
A+, and Zero *Python library eComes fully assembled 


SKU: STACS252. cone. ce ce cite eee eee 32.83 


lf RASPBERRY PI COMPATIBLE! 


Blinkt 

eEight super-bright 
RGB LED indicators that are ideal for adding visual 
notifications to your Raspberry Pi without breaking the 
bank eEight APA102 RGB LEDs eIndividually controllable 
pixels @Sits directly on top of your Pi in a tiny footprint ¢Fits 
inside most Pi cases *Doesn't interfere with PWM audio 
Compatible with Raspberry Pi 3, 2, B+, A+, and Zero 


SKU: 31AC5289 ............. 02... eee oo 
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Piano HAT 


eUnlock your inner Mozart 

with Piano HAT, a mini musical 
companion for your Raspberry 

Pi! ePlay music in Python, control 
software synths on your Pi, 

and take control of hardware 
synthesizers! © 16 capacitive 
touch pads (link each to their own 
Python function!) ¢13 piano keys 
(a full octave) *Octave up/down buttons eInstrument 
cycle button (great for use with synthesizers) 


SKU: STACS259 .. o.. cince eee eee sein See eats 21.28 
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Drum HAT 


*Hook up these 8 advanced 
capacitive touch pads with 
LED indicators to start 
making sublime beats and 
control surfaces with your 
Raspberry Pi *Works 
alongside Piano HAT 
eMicrochip CAP1188 capacitive 

touch driver chip *Compatible with Raspberry Pi 3, 2, B+, 
A+, and Zero 


SKU: 31AC6872 ................0..000. 17.46 
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Speaker pHAT 


eSpeaker pHAT crams an 

12S DAC and mono amplifier, 
a tiny 8Q 2W speaker, and 

a 10 LED bar graph all onto 
one teeny little pHAT elt's the 
neatest way to add audio to 
you Pi project, and its beautiful artwork 
evokes an 80s boombox ¢12S audio DAC with 3W mono 
amplifier (MAX98357A) eDefault output of 0.45W/26.5dB 
°8Q 2W Mylar speaker Routed holes to channel sound 
10 bright white bar graph LEDs ¢SN3218 LED driver chip 
Compatible with Raspberry Pi 3, 2, B+, A+, and Zero 


SKU: 31AC5303 ................0..000. 15.81 
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Skywriter HAT 


Use this 3D interface to 
sense things floating in the air 
over it. Detect swipes and the 
motion of your hand with X, Y 
and Z positions. ¢4-layer PCB 
for best sensing performance 
Range of up to 5cm eFull 

3D position data and gesture information (flicks, taps) 
Compatible with Raspberry Pi 3, 2, B+, A+, and Zero 


SKU: 31AC9254 |. 2a. ee cee ete eee _ 22.90 


Visit newark.com for full list on all of the products 
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Black PiDrive Enclosure 

eOrganize your cables and neatly integrate a Raspberry Pi 
with mass storage inside a sleek, modular bundle with the 
WD PiDrive Enclosure eThe WD PiDrive Enclosure is ideal 
for home or work DIY projects like building a Linux® PC, NAS 
server, an HDMl-enabled personal media player, or even 

a surveillance server Includes: Enclosure case, stand for 
PiDrive + Raspberry Pi, angled HDMI adapter eOuter case: 8" 
(L) x 4%" (H) x 214" (D) elnsert: 6" (LD) x 3" (H) x 1" (D) 


SKU: 31AC4364... 22.2... ee eee eee _ 


=/ 
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PiDrive Enclosure Kit for Official Raspberry 


Pi Case 

eThe WD PiDrive Enclosure Kit is designed to combine 
the official Raspberry Pi case with a Raspberry Pi and a 
WD PiDrive1, all while maintaining a small footprint. With a 
stacked design, you have an ideal solution for creating DIY 
projects for home or at the office eIncludes: 1 enclosure 
(Grey bottom and white top), 1 light pipe and shroud, 4 
screws and gromments, 1 screwdriver 


SKU: 31AC4365 .. 2.0... ee 
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PiDrive 6" x 6" Enclosures 

eOrganize your cables and neatly integrate a Raspberry Pi 
with mass storage” inside a sleek, compact bundle with the 
Square Enclosure eldeal for home or work DIY projects like 
building a Linux® PC, NAS server, an HDMI-enabled personal 
media player, or even a surveillance server Includes: 
Enclosure (Cover and base), 4 Phillips screws, 4 Torx screws, 
1 Torx screwdriver, and 4 rubber feet 


SKU: Color 

31AC4367 Blue = 
31AC4368 White _ 
31AC4370 Black _ 
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Media Stick for 


Raspberry Pi 
eUse the Media Stick 
for your home hacker 
projects like creating a 
digital display, or turning your 
TV into a media hub Tailored to the 
Raspberry Pi Compute Module, the Media 

Stick is user-upgradable with a built-in compute module 
programming mode ¢1 HDMI port, 2 USB 2.0 ports, 1 USB 
Micro B port (5V input and programming port) ¢LED On/ 
Off button 


SKU: 31AC4362.................0.0000. Lo 
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Media Stick Cable 


eThe Media Stick Cable is designed to give instant storage 
to your Media Stick for Raspberry Pi ePlay content directly 
from an external USB hard drive and give your Media Stick 
for Raspberry Pi a boost elncludes: 1.5m long cable, USB 
Micro B male plug (connects to USB HDD), USB Type A 
male plug (connects to media stick), USB Micro B male plug 
(connects to power for media stick), USB Micro B female 
plug (connects to power adapter) 


SKU: 31AC4366....................000. — 


= 
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2.5" Sata to Raspberry Pi Adapter 

eThe Raspberry Pi Adapter Board seamlessly connects any 
2.5" external SATA HDD drive with a Raspberry Pi Compute 
Module elIncludes: 1 HDMI port, 2 USB 2.0 ports, 1 USB 
Micro B port (5V input and programming port) *Built-in On/ 
Off button 


SKU: 31AC4363 .................0..000. co 
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PiDrive 

eJump start your creative projects and upgrade your storage 
with the PiDrive from WDLabs eThe PiDrive is optimized 

to work with the Raspberry Pi, the software installs the OS 
directly on the drive for increased capacity ¢Project Spaces 
(a WDLabs exclusive) allows up to 5 installations of Raspbian 
Lite on a single drive so you can create and access multiple 
projects without swapping microSD cards eBerryBoot 
(exclusive to 1TB version) includes the above functionality 
and includes additional applications specific for HDD storage 
eThe WD PiDrive cable eliminates the need for a USB hub, 
so you can power your WD PiDrive and Raspberry Pi at the 
same time eEach includes a pre-loaded 4GB microSD card, 
cable, and custom 2.5" HDD (64GB version includes a USB 
flash drive and microSD card only) 


SKU: Size Type Software 
31AC4371 64GB Flash Foundation = --- 
Edition 
31AC4380 250GB HDD Foundation — --- 
Edition 
31AC4381 375GB HDD Foundation ~— --- 
Edition 
31AC4376 17TB HDD Berryboot a 
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PiDrive Node Zero 

eThe WD PiDrive Node Zero is a compact, all-in-one unit that 
includes a WD PiDrive connected to a Raspberry Pi Zero 
through a custom adapter board with 2 USB ports ¢This unit 
offers an affordable, low-power storage node with on-board 
compute capabilities. Ideal for video recording, data logging, 
offline analytics, and applications where stand-alone operation 
are needed because of network limitations or privacy/security 
restrictions eIncludes: WD PiDrive 314GB, Raspberry Pi 
Zero, USB Adapter board, microSD card (with preloaded 
software), mini HDMI adapter cable 


SKU: SIACAS75 . «cee ee ee ee es 


Se RASPBERRY PI COMPATIBLE! 


PiDrive Compute Centre 

As great starter pack for all levels of Raspberry Pi users 
from beginners to experts, this complete computer kit 
features a Raspberry Pi 3 and a WD PiDrive Foundation 
Edition 375GB device eThe WD PiCompute Centre is easy 
to assemble and is engineered with fully compatible hardware 
and software components for a seamless setup experience 
Includes: WD PiDrive Foundation Edition 375GB, Raspberry 
Pi 3, wireless keyboard/mouse, black square 6" x 6" 
enclosure, WD PiDrive cable, 5V 3A power supply and USB 
cable, and microSD card (with preloaded software) 


SKU: STAC4374 . 2c ce ce ee ee 7 
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BitScope 


Blade Uno for Raspberry Pi 


Build reliable industrial strength workstations, servers and 
cloud computing solutions with Raspberry Pi. BitScope Blade 
offers robust power & mounting for Raspberry Pi, HATs, 
Displays and BitScope Uno Pi is compatible with HATs 
eWorks with Pi 7" Touch Display *Powerful switch mode 
supply Can use 9V to 48V power source *Power external 
USB HDD & SSD *Rack mount solutions available 


SKU: 25AC5265 ..............0.000000. = 
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BitScope 
Blade Duo for Raspberry Pi 

Build reliable industrial strength workstations, servers and 
cloud computing solutions with Raspberry Pi. BitScope 
Blade offers robust power & mounting for Raspberry Pi, Pi 
Cameras, Displays and BitScope *BitScope Blade Duo Pi 
is a rack and wall mountable power solution for a pair of 
Raspberry Pi computers eWorks with Pi 7" Touch Display 
¢Powerful switch mode supply *Can use 9V to 48V power 
source ®Power external USB HDD & SSD 


SKU: 25AC5266 ..............0....0.00, 20 


BitScope 


Blade Quattro for Raspberry Pi 

Build reliable industrial strength workstations, servers and 
cloud computing solutions with Raspberry Pi. BitScope 
Blade offers robust power & mounting for Raspberry Pi, Pi 
Cameras, Displays and BitScope *BitScope Blade Quattro 
Pi is a rack and wall mountable power solution for up to four 
Raspberry Pi computers *Works with Pi 7" Touch Display 
¢Powerful switch mode supply Can use 9V to 48V power 
source *Power external USB HDD & SSD 


SKU: 25AC5267 ..... 02.00.2002 eee eee Race 
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BitScope 


Micro Oscilloscope and Analyzer 

©20 MHz two-channel oscilloscope *40 MSps 6-channel 
Logic analyzer eReal-time mixed domain spectrum analyzer 
Built-in analog waveform and clock generators *User 
programmable «Works with Raspberry Pi, Windows, Linux, 
or Mac 


SKU: 87X4058 .. 2.2... Oe 
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MOTORplate Powerful 
@Plates Motion Controller Board 


eMOTORplate can control a combination of two stepper 
motors, four DC motors or one stepper and two DC 

motors ¢Can drive 2 stepper motors or 4 DC motors or a 
combination of the two. *Output currents as high as 1.2 amps 
(avg) and 3.2 amps (peak) ¢Motor driving MOS transistors 
ensure cool and efficient operation eDedicated onboard 
processor ®Calculates and provides real time acceleration 
trajectories ¢Allows for future code updates *Compatible 
with all versions of Raspberry Pi eDesign allows up to eight 
MOTORplate boards to be stacked together 


SKU! STACS23 7. .o.oe cee eae ee waar 34.99. _ 
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GPlates 


DAQCplate Data 


Acquisition and Control Board 

eDAQCplate - provides analog to digital converters, digital to 
analog converters, as well as expanded digital |/O eDedicated 
onboard processor ¢Provides real time data collection 
Allows for future code updates *Compatible with all versions 
of Raspberry Pi eDesign allows up to eight DAQCplates to be 
stacked together for eight times the I/O °8 protected analog 
inputs °8 protected digital inputs ¢2 protected analog outputs 
7 open collector outputs *2 protected PWM outputs 


SKU STACI IO oo eois eect aed reas 37.99 
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° 
pi-top 
Laptop for Raspberry Pi™ 

¢13.3" HD screen °10 hour battery life eldeal for educational 

uses and personal computing eEasily assembled and includes 
preloaded SD card with software eModular hardware can be 


upgraded with future components Note: Raspberry Pi™ not 
included 


_SKU: Color 
31AC5304 Green = 
31AC5305 Gray = 


RELAYplate Relay Controller Board 


@RELAYplate is the first dedicated relay board for the 
Raspberry Pi designed to meet the safety requirements of UL 
60950 while being capable of switching 120 volts AC eSeven 
single-pole single throw relays *Rated at 120 volts AC or 

30 volts DC eCurrents up to 1 amp eConvenient screwless 
terminal blocks *Up to eight RELAYplates can be stacked 
together providing 56 relays eDedicated onboard processor 
Allows for future code updates Compatible with all versions 
of Raspberry Pi 


SKU: STACSB07... «0: ce ee cee ee 41.99 


{ / RASPBERRY PI COMPATIBLE! 


pei: wEER 


CASEplate Mounting Solution 


eCASEplate is a highly recommended mounting system for 
your Pi-Plates stack eCompatible with Raspberry Pi revisions 
B+, Pi 2 Model B, Pi 3 Model B and the Pi Zero. Made from 
optically clear cast acrylic eLaser cut and laser etched eEach 
Raspberry Pi standoff location is clearly etched for easy 
assembly eTemperature Range of material is -40° to 170° F 
eHigh tensile strength eAll mounting hardware is included 


SKU: 31AC5164.................0..000. 14.99 
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° 
pi-top 

Ceed All-In-One Desktop for Raspberry Pi™ 
¢14" HD screen eAll-in-one desktop solution for raspberry 

pi eldeal for educational uses and personal computing ¢Slim 
form factor ePreassembled and includes preloaded SD card 
with software Modular hardware can be upgraded with 
future components @Note: Raspberry Pi™ not included 


SKU: Color — 
31AC5166 Gray a 
31AC5165 Green = 
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LINTEST SYSTEMS 
PiCapture SD1 


¢PiCapture is a unique video capture solution 
that enables all of the video processing capability 
of the Raspberry Pi Graphics Processing Unit 
(GPU) ePiCapture SD1 captures standard- 
definition interlaced video in the CVBS standard 
(NTSC/PAL) from Composite, S-Video, and 
YPbPr Component sources as 640x480 video 
By using the Raspberry Pi CSI-2 camera 
interface and providing complete camera 
emulation, all of the video encoding and 


JY RASPBERRY PI COMPATIBLE! 


LINTEST SYSTEMS 
PiCapture HD1 


eThe HD1 is the high definition version of 
PiCapture, a unique video capture solution 
that enables all of the video processing 
capability of the Raspberry Pi Graphics 
Processing Unit (GPU) ePiCapture HD1 
captures high-definition progressive video 
from digital (HDMI/DVD, analog (YPbPr 
Component), and Computer (RGB) sources 
at 480p, 720p, and 1080p resolutions *The 
PiCapture board is compatible with the “HAT” 


form factor and plugs directly into I/O headers of the Raspberry Pi. Standoffs and screws management capabilities of the Raspberry Pi 
are supplied for securely mounting to the PiCapture to the Raspberry Pi as shown above. A are usable with any compatible video source. In 


ribbon cable connects to the CSI-2 camera interface addition, applications that require large amounts of Raspberry Pi resources (e.g. real-time image 
SKU: 31AC3345 : processing) are now enabled since USB capture devices are not required 


SKU: 31AC4049 ..... 2... eee oe 
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CSi/DSi Extension Cables 


MicroSD to SD Extension Cable 


eLength: 21" eEasily change or update the microSD card in 


Allows you to extend the Camera Board 28-21440 and the your device *Plug one end into the device and insert your 

Laas 83-16872 for the Raspberry Pi (B+, A+, SD card (or microSD with adapter) into the other *Perfect . 
i2, and Pi for embedded applications where access is difficult or even . 
SKU: Length impossible - Clear Enclosure for Raspberry Pi 3, 2 and B+ 

a = Completely tool-less snap-in design requires no hardware 

31AC4892 40 0.86 SKU: 31AC4897 .... 02. -- 202s eee aot Provisions for Raspberry Pi Camera @All ports are readily 
31AC4893 20" 0.93 accessible ePass-troughs for CSi, DSi, and GPIO cables 
31AC4894 10" 9.84 eMade from strong, transparent polycarbonate eHAT 
31AC4895 ru aaa compatible with top removed 
31AC4896 o" = SKU: 03AC0302 ...................000. Qo 
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40-Pin GPIO Breakout and Cable for 
Raspberry Pi 


¢Gives you breadboard access to all 40 of your Pi’s GPIO 
pins Perfect for adding circuits and experientation ¢3.3V and 
5V pins fit into breadboard power rails 6" 40pin terminated 
ribbon cable included *No soldering required 


SKU: 31AC4873 ..............0.000000. 4.33 
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Raspberry Pi Headers 
Compatible Raspberry Pi Models: B+, 
A+, Pi 2, and Pi 3 ¢Pins: 2 x 20 


ve RASPBERRY PI COMPATIBLE! 


Fig. SKU: Gender Orientation . 

A 31AC4884 Female Short = ee ? 

B 31AC4885 Male IDC shrouded -- *Keep your Raspberry Pi 4 

C 31AC4886 Female Normal _ -unning cool with this high 

D 31AC4887 Female Tall oo luality heatsink kit ¢Keep your Raspberry 

E 31AC4888 Extension (Male-to-Female) Extra-tall, Stackable = fehl ec ii tthe haa a 

E 31AC4889 Extension (Male-to-Female) Long leg, Stackable 2.91 ermal adhesive for peel-and-stick installation *Low-profile 
G 31AC4890 Female Right angle 0.55 lesign can be used with HATs in place 

H 31AC4891 Male Right angle _ IKU: STAC4B98 2 ccc ce eee eee es 9.35 


MCM ELECTRONICS MAKERSPACE 


lf RASPBERRY PI COMPATIBLE! 


SmartiCase 


SmartiPi Touch Enclosure for the Official Raspberry Pi Touchscreen 
*Case and stand for the Official Raspberry Pi Touchscreen (not included) and Raspberry Pi Pi 
3, 2, B+ or A+ #Pi and GPIO pins are accessible for HATs and prototyping *Multiple mounting 


SmartiCase 


SmartiPi Case for Raspberry Pi 


Compatible with Raspberry Pi B+ and Pi 2 eLEGO® compatible front plate ePi Camera holder 
¢GoPro® style tripod mount 


options including adjustable stand, screw mounts, and 75mm VESA mount holes elncludes 


USB Y-adapter for power, camera holder, tools, and hardware #Available with or without SKU: Description 

LEGO® compatible studs on front 31AC3456 SmartiPi Kit Red = 
SKU: Description 31AC3453 SmartiPi Kit Blue _ 
31AC4127 SmartiPi Touch w/Studs oo 31AC3454 SmartiPi Kit Green _ 
31AC4126 SmartiPi Touch Smooth _ 31AC3455 SmartiPi Kit Grey _ 
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Justboom 


DAC HAT for Raspberry Pi 

Full driver support in Raspbian/NOOBS Compatible 

with OSMC/RuneAudio/Volumio/Moode/PiCorePlayer/ 
PiMusicBox/OpenELEC and others *Mounting hardware 
included °Full high quality audio: Up to 384kHz/32 bit ¢Plug 
and play compatibility for ease of use *No soldering required 
Compatible with Raspberry Pi A+,B+, 2B and the new 3B 
ePowered by the Raspberry Pi GPIO header eHardware and 
software volume control from your Raspberry Pi ¢Fully HAT 
compliant eAll Raspberry Pi GPIO pins still accessible via 
40pin unpopulated extension header 


SKU: Description 
31AC4899 DAC HAT 40.80 
31AC3440 Case 20.39 
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IR Remote 


¢Do you need to control your JustBoom audio system from across the room? Well 
now you can with the JustBoom IR Remote *We have designed the remote to be 
light, compact, and visually appealing whilst boasting an operating range of up to 32' 
The black finish pairs well with your JustBoom DAC, DAC HAT, Amp, Amp HAT or 
Digi HAT when enclosed within one of our official cases ®Powered by two “AAA" 


batteries 


SKU: STACS4AT «2 ine cate ee ce cece eed 
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Justboom 


AMP HAT for Raspberry Pi 


Maximum power output of 2 x 55 W (2 x 30 W RMS) 
eAdvanced ESD protection eDual inductors on board for 
footprint efficiency *Texas Instruments TAS5756M Amp/ 
DAC chip: 192kHz/32 bit ¢No soldering required ¢Unused 
GP IO pins still accessible via unpopulated extension header 
¢Compatible with OSMC/RuneAudio/Volumio/Moode/ 
PiCorePlayer/PiMusicBox /OpenELEC and others 


SKU: Description 
31AC4900 AMP HAT 43.38 
31AC3442 Case ae 


just 


Smart Remote 


rechargeable lithium battery 
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Do you need to control your JustBoom audio system from across the room? Well 
now you can with the JustBoom Smart Remote eWe have designed the remote to 
be light, compact, and visually appealing whilst boasting an operating range of up 
to 32' eAdvanced power management integration means that you rarely have to 
change the batteries *Plug the USB receiver into your JustBoom device and start 
using right away eThe black finish pairs well with your JustBoom DAC HAT, DAC, 
Amp, Amp HAT or Digi HAT when enclosed within one of our official cases ®Built-in 


SKU: 31AC3448 ......... 
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Digi HAT for Raspberry Pi 


eDedicated S/PDIF output interface chip supports up to 
192kHz/24bit resolution Digital audio output over either 
optical (TOSLINK) or coaxial (RCA electrical) connectors 
eLow jitter, bit perfect digital output ¢Output transformer for 
galvanic isolation ePlug and play compatibility for ease of 
use @Software volume control from your Raspberry Pi *¢No 
soldering required ePowered by the Raspberry Pi GP |O 
header *Unused GP IO pins still accessible via unpopulated 
extension header ¢Compatible with OSMC/RuneAudio/ 
Volumio/Moode/PiCorePlayer/PiMusicBox /OpenELEC and 
others 


SKU: Description 
31AC4901 Digi HAT 24.40 
31AC3441 Case 20.39 
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© GroupGets 


Pure Thermal 1 with Shuttered 
Lepton Module 


ePureThermal 1 is the latest innovation in FLIR 
Lepton® development by GetLab. Get thermal video 
over USB right out of the box for all of your favorite 
platforms and hack it to your heart's content 
ePureThermal 1 can do 9 Hz color video over usb 
using the USB UVC class *STM32F411CEU6 
ARM microprocessor. Execute on-board image 
processing without the need for an external system je— 
eUSB UVC works on Windows, Linux, Mac, and 
even Android 


SKU! STAC47197 oo ie ee ee ieee eee eee ee ee i aoe 
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ARM MCU JTAG Adapter 

eARM MCU JTAG Adapter can be used to flash and debug the PureThermal 1 system via JIAG 
by connecting the included ribbon cable to both board's flat flex connectors (FFC) eThis adapter 
has a SWD port and conveniently breaks out ARM Cortex JTAG along with FTDI serial and 
power signals so it can be used on your other projects as a handy multi-purpose debugging tool 
for anything with an FTDI serial port 


SKU! STAC48982 oi. gota eed tai ee cai — 


© GroupCets pe unag cape for BeagleBone Black 


*PRUDAQ is a fully open source 40MSPS Data Acquisition (DAQ) cape for the BeagleBone 
Black or Green At the heart of this cape is the Analog Devices AD9201 10-bit ADC which can 
sample two inputs simultaneously at up to 2OMSPS per channel ¢0~2V input voltage range (DC 
coupled) ¢4:1 analog switches in front of each channel provide a total of 8 single-ended analog 
inputs ¢SMA jacks for direct access to the 2 ADC channels 


SKUSSTACSB4D 2.32 cise ended Sala ae cd arden ae gue a wk he andy adie aaa 
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Lepton Breakout with 
Shuttered Lepton Module 


eThe FLIR Lepton® 2.x camera core is a long-wave infrared 
(LWIR) thermal imaging breakthrough in size, power 
consumption, and price. Combine this with the breakout 
board which allows you to plug in all Lepton types into your 
favorite single-board computing platform like Raspberry Pi, 
Pine64, Intel Edison, and more *Spectral Response: 8 - 14 
microns (nominal) Long Wave Infrared (LWIR) ®Resolution: 80h 
x 60v pixels eFrame Rate: 9 Hz. 30 Hz variants are available to 
select parties 


SKULSIAGCS799 i... icicle eapeds ace a kbdias tue Bie Read acted Ba ede ee Bae = 
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BeagleBone Blue 


*BeagleBone® Blue is the affordable and complete robotics controller built around the popular 
BeagleBone® open hardware computer eLinux-enabled, Blue is community-supported and fully 
open-source *High-performance, flexible networking capabilities are coupled with a real-time 
capable Linux system and a compelling set of peripherals for building mobile robots quickly and 
affordably. *Utilizing the pre-configured WiFi access point, starting your code development is 
as simple as connecting a battery and opening your web browser ®Processor: Octavo Systems 
OSD3358 1GHz ARM® Cortex-A8 ¢512MB DDR3 RAM ®4GB 8-bit on-board flash storage 
Battery: 2-cell LiPo support with balancing, 6-16V charger input *Wireless: 802.1 1bgn, 
Bluetooth 4.1 


SKU! 25AC9262 2 ccc ccec were edewes Peto e see tdee tees oo 


@beagleboard.org 


Wireless Gateway 
Cape for BBB 


eAdds multiple wireless 
technologies using just one Cape 
¢Supports WiFi (2.4GHz and 
5GHz), Bluetooth Classic and Low 
Energy, 802.15.4, Zigbee, RF4CE, 
and NFC eOn-board antennas 

and U.FL connectors *Features 
TI's SmartConfig™ technology 
Compatible with BeagleBone 
Black (and white) 


NY URE 4) 64 | Se a —_ 


@beagleboard.org 


BeagleBone Black Wireless 
#AM335x 1GHz ARM® Cortex-A8 
°SGX530 graphics accelerator eWiLink 
1835 802.11b/g/n 2.4GHz WiFi, 
Bluetooth, and Bluetooth Smart Module 
¢512MB DDR3 800MHZ RAM *4GB 
Embedded eMMC Flash with Debian 
Distribution emicroSD Card Slot 


M1 (RCD) (Uk ee ee era _ 
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4.3" Touchscreen Display 


Cape for BeagleBone Black 
°4.3" TFT transmissive LCD display °480 x 
272 resolution *LED backlight Capacitive 
touchscreen ®Cape interface board with 
expansion connector *Board ID EEPROM with 
ID storage eCompletely plug-and-play using the 
default Linux distribution 


R98 9250 26 aka dains Sa kedakudekeetewecbeedaneaaa nad wae 55.71 
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* Particle 


Photon with Headers 


¢The Photon is a tiny Wi-Fi 
development kit for creating 
connected projects and products for the Internet of Things 
elt's easy to use, it's powerful, and it's connected to the cloud 
Particle PO Wi-Fi module eCypress BCM43362 Wi-Fi chip 
°@STM32F205 120Mhz ARM Cortex M3 microcontroller 


SKU! STACGB15 =. oe ie eeepc cee aces ee oe PDEs 


* Particle 


Photon without Headers 
eThe Photon is a tiny Wi-Fi 
development kit for creating 
connected projects and products for the Internet of Things 
elt's easy to use, it's powerful, and it's connected to the cloud 
Particle PO Wi-Fi module eCypress BCM43362 Wi-Fi chip 
°STM32F205 120Mhz ARM Cortex M3 microcontroller 
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* Particle 
Photon Kit 


eThe Photon is a tiny Wi-Fi development kit for creating 
connected projects and products for the Internet of Things 
elt's easy to use, it's powerful, and it's connected to the cloud 
eThe Photon Kit includes a Photon with headers, a shiny 
white mini-breadboard, a USB-micro cable, and a couple of 
extra surprises to help you start building right away Single 
band 2.4GHz IEEE 802.11b/g/n *Supports Open, WEP, 
WAPI, WPA and WPA2-PSK WiFi security modes 


SKU: 31AC3816 ..............0..0.000. = 


* Particle 


The Internet Button 

*Quickly start playing with LEDs, 
multiple buttons, an accelerometer 
and more without any wires 

or soldering 11 individually 
controllable RGB LEDs *ADXL362 
3-axis accelerometer ®4 tactile buttons 
for D-pad style interactions eFemale 
socket for connection to Photon eAdditional female headers 
for adding extra actuators and sensors 
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*« Particle Maker Kit 


elf you're new to the world of hardware, don't panic, the 
Maker Kit has everything you need to level up from hacker 
zero to hardware hero eln addition to a shiny new Photon, 

the Particle Maker Kit includes all the components and 
accessories you need to start building simple Internet-enabled 
projects eThe Maker Kit comes with enough jumper wires, 
LEDs, resistors and more to make sure you can can build 
multiple different types of projects 


SKU: 31AC3600 ..................0.000. oo 
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% Particle ctectron 36 kit 


The Electron is a tiny development kit for creating 3G 
cellular-connected electronics projects and products elt 
comes with a Particle SIM card with service in more than 100 
countries worldwide, and includes 3 months of Particle's 1MB 
monthly data plan for loT devices 
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* Particle asset tracker Kit + Data 


eThe Asset Tracker Kit contains all of the pieces you need 

to build a GSM + GPS location tracker for your most prized 
possessions ¢In addition to a GPS Shield, the Asset Tracker 
Kit comes with a weatherproof enclosure, so it'll keep your 
electronics safe from the dust, dirt, and moisture of the great 
outdoors elt comes with a Particle SIM card with service in 
more than 100 countries worldwide, and includes 3 months of 
Particle's 1MB monthly data plan for loT devices 


SKU: 31AC3016.................00000. — 


ajoned 3 


taoglas 


\ ; Sensor Kit with 
« Particle Electron + Data 


eThe Sensor Kit is a curated mix of awesome sensors and 
electrical components specifically selected by the engineers 
on the Particle Team elf you want to measure temperature, 
sense loudness, measure distances, capture motion, or 
detect noxious gases, the Sensor Kit has you covered elt 
comes with a Particle SIM card with service in more than 100 
countries worldwide, and includes 3 months of Particle's 1MB 
monthly data plan for loT devices 


SKU: 31AC4128 ..............0.000 008. lo 


* Particle 
Shield Shield 


*Converts the footprint and 

pins of your Photon or Core into that 
of an Arduino, allowing for use of existing Arduino shields 
and accessories *Operating voltage: 7~15VDC/ eCurrent 
consumption: standalone 7mA at 9V DC 
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Programmer Shield 
The new and improved 
Programmer Shield is 
essentially a USB-JTAG converter that gives 
advanced users complete access to the Photon's memory 
space elt supports openOCD and the WICED SDK, and is 
built around the FT2232H high speed USB FIFO eThis shield 
can also act as a USB to Serial converter 
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ARDUINO 
Starter Kit 


eWalks you through the basics in a hands-on way, with 
creative projects you build by learning Includes a selection 
of 15 projects that start from a low complexity to a major 
one, that let you learn the basics and then learn to control the 
physical world through the use of sensors eIncludes Arduino 
Uno, Arduino projects book, breadboard, easy-to-assemble 
wooden base, and a variety of LEDs sensors, wires, buttons, 
and other electronic components to design and build a variety 
of projects 


SKU: 85W1940..............0..0..00. — 


ARDUINO 


Mega Development Board 

eATmega2560 microcontroller ¢16Mhz Clock Speed 256k 
Flash Memory eInput voltage - 7-12V ©54 Digital I/O Pins (15 
PWM outputs) ¢16 Analog Inputs eDimensions: 101.5mm x 
53.3mm eWeight: 37g 
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ARDUINO 


Mkr1000 Development Board 


eSAMD21 Cortex-MO+ 32bit low power ARM MCU ¢48Mhz 
Clock Speed ¢256k Flash Memory *Battery: Li-Po single cell, 
3.7V, 700mAh minimum eCircuit Operating Voltage: 3.3V 
Digital |/O Pins: 8 PWM Pins: 12 


SKU: 31AC4641 .. 2... eee oo 
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Ultimaker? 
Extended 3D Printer 


¢The most reliable dual extrusion 3D printer 
available eAchieve complex designs and 
improved 3D print performance, thanks 

to its unique auto-nozzle lifting system, 
professional build and support material 
combinations Build volume: 215mm x 
215mm x 300mm eLayer resolution up to 20 
micron for 0.4 mm nozzle ¢Print temperature 
up to 280 °C Dual extrusion with a soluble 
support material *Swappable print cores 
Heated build plate with active leveling 
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Ultimaker? 
3D Printer 


¢The most reliable dual extrusion 3D printer 
available eAchieve complex designs and 
improved 3D print performance, thanks 

to its unique auto-nozzle lifting system, 
professional build and support material 
combinations® Build volume: 215mm x 
215mm x 200mm eLayer resolution up to 20 
micron for 0.4 mm nozzle ¢Print temperature 
up to 280 °C eDual extrusion with a soluble 
support material *Swappable print cores 
Heated build plate with active leveling 


SKU: 31AC4944.......... 3495.00 


*Builds upon the renowned LulzBot TAZ line of 3D printers elncreased reliability, 
versatility, and quality eLargest in class 11.02" x 11.02" x 9.8" build area eWorks out 
of the box — no assembly or calibration required *Heated bed and high temp nozzle 


for printing with a wide variety of materials 
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Ultimaker? 
Extended+ 3D Printer 


Increased capacity for larger prints ¢Near 
silent operation ¢20 micron z-resolution 
©223 x 223 x 305mm build area ¢12mo 
warranty 


SKU: 72Y2592.......... , 
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Ultimaker?* 
3D Printer 


eHigh-quality, fast, and reliable eNear silent 
operation 20 micron z-resolution °223 

x 223 x 205mm heated build area ¢12mo 
warranty 


SKU: 72Y2590.......... 2 


eLow-cost, high performance 3D printer that's perfect for beginners Works out of the box — no 
assembly or calibration required ¢Reliable, flexible, and industrial strength capacity eHeated bed 
and high temp nozzle for printing with a wide variety of materials *6" x 6" x 6.2" build area 


SKU SAV 144G occ ce ee ee epee 


MCM ELECTRONICS SECURITY 


HIKVISION 


AIKVISION 


4/8/16 Channel HD 1080p NVR with Built-in 
POE 


°Features multiple recording and playback modes, two-way 
audio, and HDMI and VGA monitoring output *Record and 
play back in up to 1080p HD resolution using Hikvision or 
3rd-party network cameras elndependent configuration for 
each channel, including resolution, frame rate, and bit rate 
¢Simultaneous HDMI and VGA outputs at up to 1920x1080p 
resolution *Supports 1 SATA disk, up to 4TB (HDD not 


included). 

SKU: Description 

84Y7310 4-channel oo 
84Y7311 8-channel _ 
84Y7312 16-channel _ 


HIK VISION 
3MP Outdoor Day/Night IP Dome Camera 
with PoE 


eUp to 3MP (2048 x 1536) resolution ¢'/" progressive scan 
CMOS sensor ¢Full HD (1080p) real-time video ¢Built in IR 
LEDs offer night time visibility up to 65.6' DWDR & 3D DNR 
& BLC *Onboard storage (up to 64 GB) eIP66 protection 
allows installation outdoors in extreme weather ¢Vandal-proof 


HIKVISION 


8/16 Channel HD 1080p HD-TVI Tribrid DVR 


¢Features 1080p/30fps real-time recording and playback 

on all channels eTriple hybrid - supports HD-TVI/analog/IP 
cameras ®Send IP-quality signals over coax cables *Long 
transmission distance over coax cable *Retain existing coaxial 
infrastructure ¢Up to 16-Ch synchronous 1080p playback 

eIP video output: 2-channel up to 2MP resolution *Dual- 
streaming eHDMI, VGA, and CVBS outputs ¢Self-adaptive 
Ethernet interface *Audio input and output *Supports 4 SATA 
HDDs up to 16TB total (note:HDD not included). 


SKU: Description 
84Y7308 8-channel _ 
84Y7309 16-channel _ 
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1080P HD-TVI Wide 
Angle Day/Night Fixed ( 


Lens Cameras 

°2MP high-performance CMOS 
Turbo HD output, up to 1080P 
resolution 2.8mm wide angle lens eTrue Day/Night, Smart 
IR eUp to 20m IR distance eIP66 weatherproof OSD menu 


| _-GaIKVISION 


HIKVISION 


HIKVISION 


4/8/16 Channel HD 720p HD-TVI Tribrid DVR 


°Features 720p/30fps real-time recording and playback on 
all 4 channels, plus one more 1080p IP channel for an IP 
camera *Compatible with HD-TVI and analog cameras *Up 
to 1,500ft transmission over RG59 coax ®H.264 dual stream 
compression eVGA and HDMI video outputs ¢Audio input 
and output (note:HDD not included). 


SKU: Channels Capacity 

84Y7305 4 1-SATA; 4TB HDD _ 
84Y7306 8 1-SATA; 4TB HDD _ 
84Y7307 =: 16 2-SATA; 4TB HDD each 
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720P HD-TVI Wide 
Angle Fixed Lens 


Cameras 

4" CMOS image sensor ®720p 
resolution ¢2.8mm lens ¢Up to 65' 
of night vision ¢99.73° viewing angle *True day/night ¢PAL/ 


housing. controlled via UTC NTSC compatible eIP66-rated waterproof enclosure. 

SKU: Description SKU: Description SKU: Description 

84Y7313 2.8mm fixed lens lo 84Y7297 Bullet camera _ 84Y7294 Bullet camera _ 

84Y7291 2.8~12mm lens _ 84Y7304 Dome camera _ 84Y7301 Dome camera _ 
om 
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3MP Outdoor Day/Night IP Dome Camera 
with PoE 


eUp to 3MP (2048 x 1536) resolution °’4" progressive scan 
CMOS sensor Full HD (1080p) real-time video 2.8mm wide 
angle lens Built in IR LEDs offer night time visibility up to 

33' eDWDR & 3D DNR & BLC #Onboard storage (up to 64 
GB) eIP66 protection allows installation outdoors in extreme 
weather 
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3MP Outdoor Day/Night IP Bullet Camera 
with PoE 


eUp to 3MP (2048 x 1536) resolution ¢'/" progressive scan 
CMOS sensor Full HD (1080p) real-time video ¢4.0mm 
fixed lens ¢Built in IR LEDs offer night time visibility up to 
98' eDWDR & 3D DNR & BLC ®IP66 protection allows 
installation outdoors in extreme weather 
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FAIK VISION 


1080P HD-TVI Day/ 
Night Varifocal 


Cameras 
eHD1080p Video Output ’ 
eHD-TVI Standard Technology 
eTrue Day/Night, SmartlR 

¢2.8 mm to 12 mm varifocal lens 
*Up to 40 meters IR range *IP66 
weatherproof ¢OSD menu controlled 


via UTC. 
SKU: Description 
84Y7296 Bullet camera oo 
84Y7303 Dome camera _ 


HIKVISION. 


HIK VISION 
720P HD-TVI Varifocal Day/Night Bullet 


Camera 


1/3" CMOS image sensor ®720p resolution ¢2.8~12mm 
lens ¢Up to 131' of night vision *©OSD menu controlled UTC 
True day/night ¢IP66-rated waterproof enclosure. 


SKU! B4V 7295: gcc ta idee nde eye oo 
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HIK VISION 
720P HD-TVI Varifocal Day/Night Dome 


Camera 

¢1/3" CMOS image sensor ¢EXIR Technology °720p 
resolution ¢2.8~12mm lens Up to 164! of night vision OSD 
menu controlled UTC ¢True day/night *IP66-rated waterproof 
enclosure 


SKU: 84Y7302 ....... 20.0.0... 0 0. eee eee = 


HIKVISION 


AIK VISION 


720TVL Indoor Day/Night Dome Camera 


¢1.3 MP image sensor creates 720 TVL resolution images 
*Best-in-class PICADIS analog image capturing sensor 
©3.6mm fixed lens eElectronic Day/Night technology adjusts 
colors depending on light environments *High dynamic range 
creates balanced images even in environments with extreme 
changes in brightness eLarge operating temperature for a 
variety of indoor settings 


SKU: 84V7300 «202.0 cia. cece See eee Gas oo 
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Mini 360 Plus 
*Clearer, Sharper Video: All 
glass lenses eHigh-quality sensors 

eAmazing image quality eThe Mini 

360 Plus delivers clear high-definition 

1080p video, rich colors, and sharp details eControl from 
Anywhere: View live video and control your security system 
24/7 from a smartphone or tablet with the EZVIZ app *The 
Mini 360 Plus already covers quite a bit of any room, it 

has a 92° viewing angle, but with pan and tilt, you can see 
everything in the room eNight vision range of up to 33' when 
it's dark, large enough to cover just about any room 


SKU: Description 
31AC3274 Without memory card oo 
31AC3275 With 16GB memory card _ 


G9 
e) e2ZVIZ 
VAULT for EZVISZ WiFi Cameras 


eAutomatially discovers all EZVIZ Wi-Fi cameras on your 
network once added to your EZVIZ account °Easily set-up 
the Vault by connecting it to the router with an Ethernet cable 
and using the EZVIZ App *Supports up to eight EZVIZ Wi-Fi 
cameras with a total input up to 50 Mbps *Encrypts data 
transmitted and stored on the device *Save more videos with 
1TB of local network video storage eWorks with any EZVIZ 
WiFi Camera such as the Mini, Mini 360, and Mini O eMfr. 
#EZVAULT 
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EZVIZ CRISPr Ultra 

HD 1080p EXIR Video A 

Security Systems 

Smart home cameras with j 

IF capability for connecting Ag 

to loT smart devices and voice Or 

control with Amazon Echo eView 

anywhere, anytime through the EZVIZ app, which lets you 
see all of your EZVIZ cameras in one place °24/7 video 
surveillance eCameras have greater visibility and coverage 
with 125.2° viewing angle eCameras are weatherproof IP66 
rated and works in extreme indoor and outdoor temperatures 
ranging from -40°~140°F eEXIR Night vision and ultra-HD 
1080p resolution for up to 100! in the dark Security 
encryption will safeguard the moments you capture using 
multi-layer security and end-to-end video encryption Easily 
set-up cameras, configure settings, view live video, and 
receive alerts on your smartphone whenever cameras detect 
motion with the EZVIZ app Prevent tampering and vandalism 
with three-axis preassembled camera mounts 
Channels/ HD 


SKU: Mfr. # Cameras _ Size 

31AC3136 CR-1424B1 4/4 1TB _ 
31AC3138 CR-1828B2 8/8 2TB _ 
31AC3134 CR-1G2CB2 16/12 3TB _ 
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EZVIZ Mini Plus HD 


1080p Security Cameras 
eWorks with Alexa using IFTTT for 
connecting to loT smart devices 
and voice control with Amazon 
Echo *View anywhere, anytime 
through the EZVIZ app, which lets 
you see all of your EZVIZ cameras in one 
lace *Small size with a 10' power cord 
ind magnetic base lets you easily set it 
p on a wall, shelf, or ceiling ¢1080p 
D VIDEO and wide-angle 130° 
iew for clearer video and sharper 
letails over a wider area eListen 
and talk while away using the built-in speaker and mic 
mproved night vision sensor automatically switches for 
learer HD video when it’s dark *Multi-layer encryption 
rotects video when saved to the cloud eCloud storage 
available and one-month free trial with 7-day playback 
included Built-in storage works with microSD cards up to 
128GB for storage beyond the cloud *Motion detection 
alerts through the EZVIZ app on your smartphone or tablet 
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SKU: Mfr. # Color SD Card 
31AC3270 EZMINPLSBK Black N/A 
31AC3272 EZMINPLSWH White N/A = 
31AC3271 EZMINPLSBK16 Black 16GB = — 
31AC3273 EZMINPLSWH16 White 16GB  -- 

a 
aed = 
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e) e2ZVIZ 
EZVIZ Husky HD 
1080p Outdoor Wi-Fi 
Bullet Camera 


eWorks with Alexa using IFTTT for connecting to loT 

smart devices and voice control with Amazon Echo eView 
anywhere, anytime through the EZVIZ app, which lets you 
see all of your EZVIZ cameras in one place ¢1080p HD 
VIDEO and wide-angle 107.5° view for clearer video and 
sharper details over a wider area eWired and wireless 
connection options for connecting over Wi-Fi, or using PoE 
to power and connect through one cable eWeatherproof 
IP66 rated and works in extreme indoor and outdoor 
temperatures ranging from -22°~140°F eNight vision up 

to 100' for excellent coverage when it’s dark *Multi-layer 
encryption protects video when saved to the cloud ¢Cloud 
storage available and one-month free trial with 7-day playback 
included eBuilt-in storage works with microSD cards up 

to 128GB for storage beyond the cloud (includes 16GB 
MicroSD card) ¢Motion detection alerts through the EZVIZ 
app on your smartphone or tablet Mfr. #EZHUSKYG16 


SKU: STACS268 «. 2 2000 Sess Sass eee wena! oe 
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EZVIZ Husky 
HD 1080p 
Outdoor Wi-Fi 
Dome Camera 


eWorks with Alexa using 
IFTTT for connecting to loT 
smart devices and voice control 

with Amazon Echo ®View anywhere, anytime through the 
EZVIZ app, which lets you see all of your EZVIZ cameras 

in one place ¢1080p HD VIDEO and wide-angle 107.5° 

view for clearer video and sharper details over a wider 

area ¢Vandalism protected with an IK10 Rating for impact 
resistant and durability *Wired and wireless connection 
options for connecting over Wi-Fi, or using PoE to power and 
connect through one cable Weatherproof IP66 rated and 
works in extreme indoor and outdoor temperatures ranging 
from -22°~140°F eNight vision up to 100' for excellent 
coverage when it's dark eMulti-layer encryption protects 
video when saved to the cloud ¢Cloud storage available and 
one-month free trial with 7-day playback included Built-in 
storage works with microSD cards up to 128GB for storage 
beyond the cloud (includes 16GB MicroSD card) eMotion 
detection alerts through the EZVIZ app on your smartphone 
or tablet e¢Mfr. #EZHUSKYDMG16 


SKU: SVACS267 5 ine cis dee cialine cintice Galen od 


MCM ELECTRONICS SECURITY 


mysnapcem 
720p Wireless IP Security 
Camera with Night Vision 


°720p surveillance and recording 

camera perfectly suited for self- 

monitoring your business, or residence 

from a web browser, or your smartphone 

or tablet 1280x720 HD camera with 

IR night vision and two way audio 

*Onboard SD card slot hold up to 32GB 

micro SD card for recording video 

playback (4GB SD card included) ¢View live and playback/ 
manage by local/Internet PC or mobile device (smartphone/ 
tablet) eOnboard AP (Access Point) for connecting the 
camera without a WiFi network ¢Plug-n-play - very easy to 
setup for internet viewing and playback. 


SKU: 84Y7736 ............0.0 000 — 


e 
NETWORKING PEOPLE TOGETHER 


Smart HD Wi-Fi Pan/Tilt IP © ®, 
Camera with Temperature/ —_ 


Humidity Sensor 


ePlug-n-View for 24/7 remote 

monitoring with free EdiView Il 

app on iPhone®, iPad® or Android® 

or EdiView software for computers 
eNight Vision with infrared LEDs and auto 
light sensor *Motorized Pan & Tilt for wider viewing angle 
eMulti-area motion & sound detection triggers recording and 
sends to email or FTP *Push notifications with video alerts 
when motion or sound is detected *Two-way audio with built- 
in microphone and speaker for easy on-site communication 
and alerts eAcoustic echo cancellation (AEC) ensures crisp 
and clear sound quality during two-way audio communications 
Built-in lullaby can be played through the network camera 

to sooth your child to sleep *Temperature and humidity 
detection with push notification alerts when above or below 
preset levels ¢Wireless and Ethernet connection for flexible 
placement eEasy setup and WPS Support. 


SKU! BAY TAR? ooo ose ete eee eee —— 
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EZVIZ 720p HD Wi-Fi 


Security Camera 

eWorks with Alexa using IFTTT for 
connecting to loT smart devices and voice 
control with Amazon Echo eView anywhere, 
anytime through the EZVIZ app, which lets 
you see all of your EZVIZ cameras in one 

place eNight vision and 111° viewing 

angle for clear HD video when it gets — 

dark eListen in and talk while away using 

the built-in speaker and mic ¢Secure and encrypted using 
multilayer security and end-to-end video encryption eCloud 
storage available and one-month free trial with 7-day playback 
included Built-in storage works with microSD cards up to 
128GB for storage beyond the cloud *Motion detection 
alerts through the EZVIZ app on your smartphone or tablet 
eMfr. #EZMINIO 


SKU: 31AC3269...............0....000. = 
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e) eCe2ZVIZ 
CRISPr Ultra HD 3MP Security System 


elFTTT capapable for connecting to loT smart devices and 
voice control with Amazon Echo ®1080p 3MP Ultra HD 
CMOS Analog Bullet Cameras eTVI DVR *WD Purple Hard 
Drive (Installed) eThe cameras are weatherproof IP66 rated 
and work in extreme indoor and outdoor temperatures eIR 
Rating (Night Vision): 100' (65' Total Darkness) 


SKU: Channels Cameras 

31AC3137 4 4 _ 
31AC3139 8 6 _ 
31AC3135 16 8 = 
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4 Channel 1080P Wireless NVR Kit 


¢Create a comprehensive surveillance solution with the 
4-Channel 1080P NVR kit with VGA and HDMI interfaces for 
1080p display resolution eThe NVR enables high-definition 
video output for clearly viewing your video feed ¢(4) 1080P 
Wireless Security cameras with motion detection eNighttime 
viewing up to 75' away *App for remote viewing (Android, 
iOS) 


SKU:.25AG§290 occ Saeie ecient sda 169.60 
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1080N AHD DVR Kit 


eAnalog High Definition DVR with H.264 dual-stream 

video compression delivers 1080N recording resolution 

on all channels simultaneously *Supports distances up to 
1500ft over RG59/RG6 coaxial cable *Recording frame 

rate: 30fps eSupports 10/100Mbit/s network interface and 
remote access (IOS, Android, Windows, Chrome, IE) *High 
performance IP66 rated 1080P Dome and Bullet cameras 
with a 3.6mm lens and 24 IR LEDs (50ft illumination distance) 
°50ft video/power mini-coaxial cable per camera 


SKU: Cameras 
25AC5240 4 — 
25AC5241 8 = 


AHD 1080p 2MP Dome Camera 


°1/2.7" progressive scan image sensor *Auto adjusting 
D-WDR, 3-DNR, AWB, motion, privacy, etc ¢3.6mm fixed 
lens ¢24 LEDs; up to 60' night vision ¢3-axis turret design 
for wall or ceiling mounting *IP66-rated vandal resistant 
enclosure 


SKU: 25AC5242 .... 2.20... eee 


10.4" Color LCD Security Monitor 


Video: Dual way video input (AV1 and AV2) ePower input: 
DC 12V 2A elncludes monitor (with VGA cable, AV1, AV2, 
and DC power cord connected to monitor), power supply, 
and manual 


SKU: 46T0586........................... 210.09 
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1080N AHD DVR 

eAHD (Analog High Definition) DVR with H.264 dual-stream 
video compression delivers 1080N recording resolution on 
all channels simultaneously *Supports distances up to 1500ft 
over RG59/RG6 coaxial cable Recording frame rate: 30fps 
eSupports 10/100Mbit/s network interface and remote 
access (IOS, Android, Windows, Chrome, IE) *Supports one 
SATA hard drive (not included) *Backward compatible with 
analog 960H cameras 


SKU: Channels HDD Support 

25AC5244 4 4TB — 
25AC5245 8 41B = 
25AC5246 16 6TB _ 


WDEFENDER 
2.4MP 1080p AHD —** 
Medium Speed 
Outdoor PTZ with 
18x Zoom and 
Night Vision 

eTruly a powerful 
surveillance camera the 
1080P AHD Outdoor 
PTZ offers rapid 

360° Pan-Tilt-Zoom 
(PTZ) action, making 
this camera perfect for 
monitoring large outdoor 


areas ®18X Optical Zoom #IP66 
rated weatherproof housing ®200' Viewing distance at night 


SKU: 25AC5248 ..............0 0000 _ 


3D Joystick Keyboard Contoller 


eEasy to operate LCD menu ®3D joystick for controlling Pan/ 
Tilt/Zoom and operating the OSD menu ¢Multi-protocol baud 
rate range: 2400/4800/9600/19200bps *RS-485 output for 

versatile control 


SKU: 25AC5249 .. 2... 


DDEFENPER 
2D Joystick “al Ua 
Keyboard Contoller cl ese eS [ess 
eEasy to operate LCD 
menu °2D joystick for controlling Pan/Tilt/Zoom and 
operating the OSD menu eMulti-protocol baud rate range: 


2400/4800/9600/19200bps *RS-485 output for versatile 
control 


SKU: 25AC5250 .................0..0000. oo 


1080p Tribrid CVI DVRs 

@HD-CVI Tribrid 720p-Pro DVRs offers the benefits of 
high-resolution video recording and playback combined with 
the ease of installing HDoC (HD over Cox) systems eTwo 
channels can be used for networked IP cameras Backward 
compatible with 960H (700tvl) analog cameras *Supports 2 
SATA HDDs (HDD not included) up to 8TB total *Note: not 
compatible with TVI or AHD cameras 


SKU: Channels 

56Y0680 4 - 
56Y0681 8 _ 
56Y0682 16 _ 
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HD CVI 1080p Day/Night Outdoor Cameras 


*Hi-definition, 1080p CVI cameras °1/2.7" 2MP CMOS 
sensor ¢25/30fps@1080P eHigh speed, long distance 
real-time transmission *Day/Night(ICR), AWB, AGC, BLC, 
2D-DNR °3.6mm fixed lens ¢Max. IR LEDs length 20m, 
Smart IR eIP66, DC12V 


SKU: Description 
56Y0676 Bullet = 
56Y0675 Dome _ 
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Camaras de Vigilancia 
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ibando 
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CCTV Warning Signs 


Deters possible intruders by notifying them that you have a 
security camera (or makes them think that you do) 


SKU: Dimensions (W x H) 
80R3740 11.5" x 18" _ 
80R3741 8.5" x 11" _ 


Visit newark.com for full list on all of the products 


Full HD 2.1MP 
1080p IP Dome 


Cameras with PoE 


Record in full 1080p HD. 

resolution ¢Video compression: 
H.264/H.265/AVI/JPEG ( 
eSupports ONVIF 2.4 protocol 
¢Triple Stream support (main 
stream: 1920*1080@30fps; 
sub-stream: 720*480@30fps; 

third stream is CIF (352*288), which facilitates narrow 
bandwidth live video) eWDR (Wide Dynamic Range) and 

3D DNR (Digital Noise Reduction) filtering *On-screen 

Menu (OSD) ePrivacy masking *Hikvision private protocol 
connectivity supported ePower: DC12V +/-5% / PoE (802.af) 
¢Single-point mounting bracket adjustment. 


Lens IR Illumination 
SKU: (mm) LEDs (max) 
84Y8211 3.6 14u x 18pcs 60' 37.09 
84Y8212 = 2.8~12 14 x 42pcs 120' _ 
® 
é 
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@DEFENRER Fut wo 2.1MP 
1080p IP Bullet Cameras with PoE 


Record in full 1080p HD resolution ¢Video compression: 
H.264/H.265/AVI/JPEG *Supports ONVIF 2.4 protocol 
Triple Stream support (main stream: 1920*1080@30fps; 
sub-stream: 720*480@30fps; third stream is CIF (352*288), 
which facilitates narrow bandwidth live video) *WDR (Wide 
Dynamic Range) and 3D DNR (Digital Noise Reduction) 
filtering *©On-screen Menu (OSD) ePrivacy masking *Hikvision 
private protocol connectivity supported ePower: DC12V 
+/-5% / PoE (802.af) ¢Single-point mounting bracket 
adjustment. 


Lens IR Illumination 
SKU: (mm) LEDs (max) 
84Y8213 3.6 14 x 20pcs 60' La 
84Y8214 = 2.8~12 12 x 42pcs 120' _ 


9" Wireless 720p 4-Channel Video 
Surveillance Kit 


Compact “tablet-like” all-in-one DVR features battery or 
wired power operation, touch-sensitive panel buttons and 
up to 4-channel recording/monitoring (720p reordering on 
2-channels/CIF on other 2 channels) e600ft 2.4GHz FHSS 
secure wireless transmission in open air ¢Easy wireless 
camera set-up/pairing ¢Motion / Manual / Schedule 
recording to SD card (up to 128GB; SD card sold separately) 
¢Free smart phone remote viewing APP *Supports up to 
four cameras (kit includes 2 cameras). Cameras: ¢Wireless 
outdoor 720p with 2-way audio ¢24pcs IR LEDs and built-in 
IR cut filter (night vision up to 40') ¢3.6mm fixed lens *IP55 


\ 27a 


4-in-1 Traditional Box Camera (AHD, TVI, 


CVI, CVBS/960H) 


*Supports all three of the HD digital CCTV Analog formats 
(AHD/TVI/CVD, plus support for traditional CVBS analog up 
to 960H resolution *Equipped with a switch/selector allowing 
you to choose the DVR-type (AHD/TVI/CVI/960H) #IMX323 
Image sensor 


SKU: 25AC5252 ............ 00.00. e eee _ 
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Full HD 1080p 4-in-1 
Hybrid Bullet Cameras 


°Finally, a one- camera-fits-all 
solution for both traditional and 
new HD analog DVRs °Fully 
compatible with both traditional analog (up to 960H) DVRs, 
and the new HD Analog DVRs (AHD,TVI,CVI) ¢Up to 1080p 
HD recording resolution-capable (depending on the DVR in 
use) Low illumination with sense-up Digital Wide Dynamic 
Range (DWDR) and 3D Digital Noise Reduction (3DNR) ¢On- 
screen Menu (OSD) eIn-line switch on the cable for changing 
video type ¢14y IR LEDs 


Lens IR Illumination 
SKU: (mm) LEDs (max) 
84Y8207 3.6 18pcs 60' es 
84Y8208 2.8~12 42pcs 120' _ 
84Y8209 84Y8210 
ODARER |e | 
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Full HD 1080p 4-in-1 
Hybrid Dome Cameras 


Finally, a one- camera-fits-all 
solution for both traditional and 
new HD analog DVRs eFully 
compatible with both traditional 
analog (up to 960H) DVRs, and 
the new HD Analog DVRs (AHD,TVI,CVI) *Up to 1080p 

HD recording resolution-capable (depending on the DVR in 
use) eLow illumination with sense-up ®Digital Wide Dynamic 
Range (DWDR) and 3D Digital Noise Reduction (3DNR) ¢On- 
screen Menu (OSD) eln-line switch on the cable for changing 
video type. 


MCM ELECTRONICS SECURITY 


NIGHT OWL 


8 Channel 720p AHD Security 


System with Four Bullet Cameras 
¢Features cutting edge AHD (Analog Digital Video) 
technology *HD quality monitoring and playback on all 8 
channels, simultaneously *Easy remote monitoring set-up and 
free apps for IOS and Android devices ¢720p AHD DVR with 
pre-installed 1TB hard drive ¢720p AHD cameras with 70° 
wide angle view and night vision up to 100' 


SKU: 52Y3514................0.000. ee 
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NIGHT OWL 


ee 1080 Lite HD Analog 

Video Security Systems 

°16 or 8 channel 1080 AHD DVR with pre-installed 1TB hard 
drive and 8 or 4 AHD bullet cameras eExpandable system; 
compatible with both 720p & 1080p HD analog cameras 

eNo re-wiring required; use your existing analog coax cables 


eView/playback footage directly from your smart device; easy 
setup in less than 2 minutes! 


SKU: Description 
95Y0656 16ch system with 8 cameras — 
95Y0636 8ch system with 4 cameras _ 


NIGHT OWL 


Re 


1080p AHD Wired Security Dome Camera 


©1080p indoor/outdoor wired dome camera ®100' of night 
vision ®100° wide angle viewing eIncludes 60 ft. of upgraded 
24AWG cable eCompatible with all Night Owl HD analog 
series DVRs ¢24/7 technical phone support ¢Mfr. #CAM- 
HDA10W-BU 


SKU: 95Y0665 ...............0..0.00.0. _ 


NIGHT OWL 


1080 Lite HD Analog 


Video Security DVR 
°16 or 8 channel 1080 AHD DVR with pre-installed 1TB 
hard drive eExpandable system; compatible with both 720p & 
1080p HD analog cameras ®No re-wiring required; use your 


weatherproof with rugged metal housing and easy to adjust Lens IR Illumination existing analog coax cables *View/playback footage directly 
bracket. SKU: (mm) LEDs (max) from your smart device; easy setup in less than 2 minutes! 
SKU: Description 84Y8209. 6.0 = 18ux2pcs_ 60's SKU: Mfr. # Channels 
78Y7702 DVR kit with 2 cameras 199.00 (Array LEDs) 95Y0941 HDAI0L-DVR16-1TB 16 oo 
78Y7703 Additional wireless camera 49.99 84Y8210 = 2.8~12 12, x 36pcs 120° ~—-69.99 95Y0940 HDAI0L-DVR8-1TB 8 _ 


MCM ELECTRONICS SECURITY 


a 
speco technologies 1080p TVI DVRs 


eA patented DVR solution that easily mounts in equipment 
closets or electrical rooms for covert installations ¢ 1080p 

@ 15fps / 720p @ 30fps over coax (HD-TVI) Backwards 
compatible with all analog cameras ®UTC function allows for 
zoom/focus and OSD control over coax ¢Smart (Museum) 
Search elnstant playback *Built-in S.M.A.R.T. Technology 
Video Out: 1 HDMI®, 1 VGA, 1 CVBS 


SKU: Channels Hard Drive 
95Y0702 4 1TB _- 
95Y0724 8 2TB _ 
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speco technologies 


Complete 4 Channel 1080p HD-TVI Security 


Surveillance Systems 

°4 channel HD-TVI 1080p DVR, 1TB °1080p @ 15fps / 720p 
@ 30fps over coax (HD-TVI) Backwards compatible with 

all analog cameras *Signal distance up to 1600 feet eVideo 
Out: 1 HDMI®, 1 VGA, 1 CVBS ®H.264 video compression 
eNetworkable DVR with free Speco DDNS server ®3 year 


warranty 
SKU: Camera Type Included 
95Y2772 Bullet Lo 
95Y2773 Dome 1309.00 


speco technologies 


1080p HD-TVI Security Surveillance DVRs 
°1080p @ 15fps / 720p @ 30fps over coax (HD-TVI) 
¢Backwards compatible with all analog cameras *UTC 
function allows for zoom/focus and OSD control over 
coax *Smart (Museum) search eInstant playback eBuilt-in 
S.M.A.R.T. Technology *Video Out: 1 HDMI®, 1 VGA, 1 
CVBS ¢Networkable DVR with free Speco DDNS server 
Network accessible via SecureGuard® and SecureGuard® 
Mobile ¢2-way audio communication 


SKU: Channels Hard Drive 

95Y0701 4 1TB _ 
95Y0723 8 1TB _ 
95Y0699 16 2TB _ 
95Y0700 16 4TB — 


speco technologies 
1TB Complete 1080p IP Security 


Surveillance System 

Built-In PoE IEEE 802.3af eVideo Out: 1 HDMI®, 1 VGA 
Plug & play feature with Speco's IP cameras ¢Dual network 
ports for isolating IP camera network and remote network 
traffic ¢Network video recorder with free Speco DDNS 
server ®Digital Deterrent® for triggering audio message via 
motion detection or sensor ®3 year warranty ¢4-channel 
Includes four bullet cameras 


SKU: 31AC4433 ........00..2. 20.0022 2227.00 


NIGHT OWL 
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Covert Mini DVR with 4GB Micro SD Card 


Record video clips on the go *Audio recording up to 20' 
away *Record up to two hours of video/audio *Connects 
easily to your computer *4GB Micro SD Card Included 
eDimensions (in): 2.1" x .8" x .8" 


SKU! 2OWS684.. cis ote eg oe ate es oo 
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Covert Video Keychain Recorder with 4GB 
Micro SD Card 


Record video clips on the go *Audio recording up to 20' 
away *Connects easily to your computer *Records up to two 
hours of video/audio *4GB Micro SD Card included 


SKU: ZOW5683. .0. cee een _ 
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Recordable Pen Camera with Audio (4GB 
Memory) 


eEasily transfer files to your computer via USB *Record up to 
two hours of video / audio *Audio recording from 20' away 
Video resolution: 640 x 480 Video format: AVI ¢30 Frames 
per second recordings ®Lithium rechargeable battery 


SKU! 2OWI1576:.c0 ese cache tae nbd hannah oo 


NIGHT OWL 
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Complete 1080p HD Security NVR System 
Full 1080p NVR with pre-installed hard drive elndoor/ 
outdoor Hi-Definition 1080p IP cameras ®PoE technology- 
run power & video on the same cable eWide viewing angle 
cameras with night vision up to 120 ft. eEasy remote viewing 
Owl Scan™ OR Code setup *View, configure, and playback 
recorded Audio and Video files on your smart device 
¢4-channel e1TB HDD 


SKU: S2VS617 3.0. c.0 eacee date eects eee ee _ 
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Security Surveillance Indoor Microphone 


*Record audio up to 30 ft. away elncluded Velcro strap and 
100ft easy connect cable *Position the microphone up to 100 
ft. away from your DVR 


SKU! S2Y3643. oi: ecck ct ete es — 


speco technologies 
7OOTVL Miniature Board Cameras 


°700 TV lines of color resolution eAmplifies existing light with 
no distance limitations ¢Minimum illumination 0.00002 lux 
(Intensify @ 512x) ePresets for different lighting scenarios 
Full OSD operation *Perfect for use in tight spaces like 
ATMs °5 year warranty 


SKU: Lens 
95Y0943 2.2mm Wide Angle a 
950944 2.8mm-12mm Varifocal = 


speco technologies 


7OOTVL Mini Outdoor Day/Night Bullet 
Cameras 


°3.6mm fixed lens °700 TV lines of resolution eCompact 
and lightweight for discreet installations ¢Weather resistant 
operation °5 year warranty 


SKU: Color 
95Y0684 Gray = 
95Y0685 White — 


Visit newark.com for full list on all of the products 


4.3" AHD 1080p 
CCTV Test Monitor 


Facilitates direct, hands-free 
connections to AHD 1080p, AHD 720p and 960H (CVBS) 
cameras for field focusing, audio testing and Cat5/6 cable 
testing ¢Breakout cable with video input, audio input, and 
DC12V output ¢Standard color bar generator test function 
*Convenient foldable design for wrist-mount, or picture-frame 
stand viewing position ¢Built-in lithium battery (6hr recharge; 
7hr operation). 


SKU TOY7 704 nce nnaduewedeadewes wid 49.99 


LED 5:4 Security 


*Space saving low-profile 
screen size without 
resolution display and 
images with high contrast 
color panel produces 
when using HD analog 
Specifications: *Aspect ratiq 
250cd/1000:1 ¢Resolution: 
@75Hz *Response time: 
Video inputs: HDMI, 

BNC and S-Video ¢Video 
Audio in/out: 2x3.5mm 
eAmplified internal speakers: 2W+2W elntuitive OSD menu 
with adjustments for brightness, contrast, hue, saturation and 
sharpness ®VESA: 100mm x 100mm ¢12VDC, 4A power 
supply (included) 


SKU: Size _ 
78Y7705 17' 260.44 
78Y7706 19" 171.66 


DENIER ae 


Wide-Screen 
LED Security 


Monitors 
eLong-life back-lit LED 
color panel produces 
brilliant images *High 
resolution display 

and 3D comb filter 

for optimum color 
accuracy ¢Multiple 
video inputs and low power consumption.. Specifications: 
eAspect ratio: 16:9 eBrightness/contrast: 250cd/1000:1 
*Response time: 5ms ®Video inputs: HDMI, VGA, BNC 

and S-videoeVideo output: BNC eAudio in/out: 2x3.5mm 
eAmplified internal speakers: 2W+2W elntuitive OSD menu 
with adjustments for brightness, contrast, hue, saturation and 
sharpness eVESA: 100mm x 100mm. 


SKU: Size Resolution 
78Y7708 18.5" 1360x768 1 79.08 
78Y7709 24" 1920x1080 132.68 


8" Color LCD 
Security Monitor 


eVideo: Dual way video input 
(AV1 and AV2) ePower input: 
DC 12V 2A elncludes monitor 
(with VGA cable, AV1, 

AV2, and DC power cord 
connected to monitor), power 
supply, remote control, and manual 


SKU! 4610585... cc nce keen ee nw anda en 132.51 


7" Touch Screen Multi-Function IPC Tester 
with WiFi 

elPC 7" HD TFT-LCD test monitor (1280*800) with capacitive 
touch screen ?DC12V 2A power output to camera IP 
camera discovery and tester *Supports more than 80 
customized IP camera protocols ¢Rapid ONVIF eLithium 

lon Polymer Battery for 10 hours of use with a 6 hour 

charge time *HDMI signal output, supports 1080P eVideo 
Signal Generation: PAL/NTSC multi-system color bar video 
generator ePTZ Controller 


SKU: 25AC5238 ..............0..00000. _ 


4.3" Touch Screen 
Multi Function IP/ 
CVI/TVI/AHD Tester 


*Supports IP cameras 
plus AHD/CVI/TVI/ 
CVBS(Q960H) analog 
cameras ®Displays an 
IP camera's image so 
that field focusing and 
verification is possible 
Built-in Wifi receives 
wireless camera image 
elmage screen shot 
and 4x image display 
zoom eCamera 

video recording and 
playback eHDMI video 
output *PoE 24W power 
output to IP camera DC12V 2A power 

output to camera *USB 5V 2A power output to mobile phone 
Video level meter eCable scan *IP camera PoE voltage 
testing, ping testing, address search and image display 
(ONVIF compatible camera required for image display) 


SKU: 71Y5609 oo soci wcea ese eweea dees Lo 


POTS os * 


4.3" Touch Screen 
Multi Function 
IP/HD-Analog 


Tester with WiFi 


*Supports both IP 
cameras and 960H analog/PTZ 
cameras ®Displays an IP camera's 
image so that field focusing and 
verification is possible *Built-in Wifi 
receives wireless camera image 
elmage screen shot and 4x image 
display zoom *Camera video recording and playback *HDMI 
video output ¢PoE 24W power output to IP camera eDC12V 
2A power output to camera *USB 5V 2A power output to 
mobile phone Video level meter ¢Cable scan eIP camera 
PoE voltage testing, ping testing, address search and image 
display (ONVIF compatible camera required for image 
display) 


SKU: T1Y5808 cose eases Gale Sede alee on 


MCM ELECTRONICS SECURITY 


IPC 


TESTER ff 


Multifunction IP and HD Analog Tester with 


7.0" LCD Touch Screen 

¢Supports IP cameras plus AHD/CVI/TVI/CVBS(Q960H) 
analog cameras ®Displays an IP camera's image so that field 
focusing and verification is possible *Built-in Wifi receives 
wireless camera image Image screen shot and 4x image 
display zoom ¢Camera video recording and playback *HDMI 
video output *PoE 24W power output to IP camera eDC12V 
2A power output to camera USB 5V 2A power output to 
mobile phone ¢Video level meter ¢Cable scan eIP camera 
PoE voltage testing, ping testing, address search and image 
display (ONVIF compatible camera required for image display) 


SKU: 71Y5810...............0..000.0. _ 


IP CAME! 


@DEFENPER 
7" LCD HD CCTV and IP Camera Tester 


eHD quality multi-function tester allows you to focus- adjust 
analog cameras, and ping/address-scan, or view IP cameras 
e@HDMI and VGA video input ¢Power output: 24W PoE (IP 
Camera), or DC12V 2.1A (analog camera); DC5V 1A (power 
smartphone) *MicroSD card slot (4GB card included) *Video 
recording or snap shots to capture camera video IP address 
scan, PoE voltage measurement, port flicker and link monitor 
testing ePTZ multi-protocol control and analysis ¢Network 
and telephone cable testing *Audio input test ¢Video signal 
testing (IRE peak and sync) eLithium-ion battery (approx. 17hr 
run-time; 8hr charge time) 


SKU! BTYG498 «2. ec is i ce eae + —— 


7" Touch Screen Multi-Function IPC, AHD, 


HD-TVI, HD-CVI and HD-SDI Tester with WiFi 
eIPC 7" HD TFT-LCD test monitor (1280*800) with capacitive 
touch screen ¢DC12V 2A power output to camera eIP 
camera discovery and tester eAHD, HD-SDI, HD-TVI and HD- 
CVI tester eSupports more than 80 customized IP camera 
protocols eRapid ONVIF eLithium lon Polymer Battery for 10 
hours of use with a 6 hour charge time *HDMI signal output, 
supports 1080P *Video Signal Generation: PAL/NTSC multi- 
system color bar video generator ePTZ Controller 


SKU: 25AC5239 «2c ieee eee cee 7 


MCM ELECTRONICS SECURITY 


7OOTVL Outdoor High 


Speed PTZ Camera 

°6" Outdoor High Speed 
Dome Camera °700 TVL 
resolution and 27X optical 
zoom *f=3.2~86.4mm 
(F1.6~3.9) ¢OSD function 
256 preset positions with 4 
programmable pattern scans 
and 8 programmable cruise 
scans *Rotation speed 0.5°- 
240°/S (pan); 0.5°-220°/S(tilt) 
elnput power: DC12V, 4A power 
supply included 


SKU! BIXAQG2 |. oo s.2 scacins cane carga eae ane _ 


650TVL Outdoor 
Mini PTZ Speed 


Dome Camera 

e'4" Super HAD Color 
Sony CCD *650TVL high 
resolution ¢6.0~60mm 
varifocal lens ¢12X 

Optical zoom Continuous 
movement: 360° pan range 
90° tilt range *50° pan speed 


SKU: S2W8609......2. 22. ee 


o ~ 
(& 


1200TVL Outdoor 960H Day/Night Bullet 
Camera 


4" CMOS Exmor sensor features ultra-high resolution, 
low power consumption and high quality pixel translation 
technology *Exmor's CDS circuit removes image “noise" 
°4pcs IR Array LEDs produce up 275ft night illumination 
distance ¢6.0~22mm lens and IR cut filter ¢2-pin composite 
video output for field focus monitor *Power requirements: 
12VDC eIP66 outdoor housing with simple two-piece 
mounting bracket 


SKU: SSX0999 ooo. eos. ciotte side Se eye Some nce oo 


7OOTVL Waterproof 
Day/Night Camera 
with IR LEDs 


Perfect utility camera for general 
use and installation in both indoor 
and outdoor conditions, this day/ 
night camera is versatile, rugged 
and a great value *Color 14" 
CMOS sensor ¢3.6mm fixed 
lens °0.5 Lux (0 lux with IR 

on) e700TVL resolution °36 

IR LEDs *Waterproof (IP66 rated) 

ePAL/NTSC ¢Electronic shutter Power supply: 12VDC (not 
included) 


SKU! 52V4494 oo. cece vee eee ee oo 


mmm Speco Intensifier® 
speco technologies yp-Ty} 1080p 


¢Traditional Camera @Full HD resolution over coax (HD-TVI) 
eSupports Full HD 1080p @ 30fps *No problems caused by 
objects that reflect or absorb IR light sources eTrue WDR 
operation *With presets: Outdoor, Indoor, Elevator, Lobby, 
Hallway and Dark ¢12VDC/24VAC dual voltage operation 
Full OSD operation via UTC (TVI output only) eAdditional 
analog output for 960H 


SKU: 31AC3422 ..............22-00055 1343.00 


1000TVL Professional 960H Day/Night 


Varifocal Dome Camera 

*1000TVL resolution Sony Exmor CMOS sensor ¢2.8~12mm 
varifocal lens °30 IR LEDs with internal IR cut filter (approx. 
75' illumination distance) ¢0.5Lux/0.0Lux (with IR LEDs on) 
ePower: DC12V eIP67 compliant outdoor housing ¢Bracket: 
wall mount pendant (included) 


SMU SON TOD Bg cick sins Secectises ek tvevad nun deoaeias anand 69.00 


MCM 
12MP HD Scouting 


Camera with No- 


Glow Night Vision 
Built in 1.5" B&W LCD 
display *Video resolution 
up to1280 x 720 pixels at 
30fps with audio *48pcs 
“no-glow” 940nm IR LEDs 
eNight vision distance up 
to 75ft eProgrammable 
still or video image 
(5s~600seconds) *Power 
input: DC12V jack; 1A; 2.1 x 
5.5mm (note: power supply not included) 
Batteries: AA x 8 pcs (not included) 


SKU! AOVSSO2 odd ccaw ee ddan re rkivaenes 54.31 


CCTV 4-Camera 12VDC 5A Power Supply 


Specifically designed for up to four 12VDC cameras *Total 
output current of 5A Built-in 6A PTC auto-reset fuse to 
protect cameras against power surge *Auto-sensing overload 
and short circuit protection ¢Convenient terminal block 
termination @UL listed 


SKUPQSW2614. 2c niece ks ae ke eee es a 


HD 4k 30fps 
Waterproof Action 
Sports Cam with WiFi 


Enjoy the best HD video possible 
from this reliable, durable, full- 
featured, and waterproof sports 
action camera with a video resolution 
up to 4k! elncludes a multitude of 
popular mounting accessories DSP: 
Allwinner V3 elmage Sensor: Sony IMX179A 
Wifi support: Built in 802.1 1(b/g/n) for 
1OS/Android *View angle:170° fish-eye lens 
6G eLCD Display: 2.0" LTPS LCD elmage 
resolution: 16MP/12MP/8MP/5MP eVideo 
file format: MP4 (H.264) eExternal memory: Micro SD up to 
64GB eBattery: detachable lithium 900mAh 


SKU: 29AC1512 2. cece eee eee ee eew een 40.08 


720p Covert Wall yl 
Clock Camera ( : 
with WiFi 

eThis covert wall clock camera 
appears to be just another 
stylish wall clock, but hidden 
inside is a full HD 720p camera 
capable of high resolution recording 
to an on-board MicroSD card (card not 

included; 32Gb max) eWiFi connectivity to your router for 
access to live surveillance monitoring on you smartphone 
eFeatures motion-sensing recording to the MicroSD card 
(MicroSD card not included; 32Gb storage capacity), and 
2-way audio *Photo and video files from the SD card can be 
viewed on a PC using free client viewing software (JPEG and 
AVI formats, respectively).. 


SKU: 84Y8206.................0..008. oo 


1080p AC Adapter 
Hidden Camera 


eLooks and works just like a 

regular 5V USB power adapter 
(500mA output), but hidden inside is 
a full HD 1080p camera capable of high 


resolution recording to an on-board MicroSD card (card not 
included; 128Gb max) *The RF remote control (key-fob style) 
is used to perform the simple operations of power on/off, 
manual and motion recording of both video and photos *The 
photo and video files from the SD card can then be viewed 
on aPC (JPEG and AVI formats, respectively) 


SKU! 84YO204 oo. Goi eccesdiacsaeiseuness 51.03 


@DEFENPER, 720p DIY Surveillance 
Camera Module with WiFi 


eDesign your own covert camera housing around this high 
resolution 720p camera module capable of connection to your 
smartphone via WiFi eFeatures motion-sensing recording, 
32Gb storage capacity (MicroSD card not included), and 
2-way audio. 


SKU: 84V8202 2. o.c.- cals. ie eee Gece eee ease oo 


Visit newark.com for full list on all of the products 


WDEFENRER, 


Outdoor Camera Enclosure 


eEconomical environmental enclosure with rugged 
construction and attractive design *Forward hinged cover 
enables easy access to camera for installation and servicing 
eHeavy-duty beige aluminum construction *Adjustable 
camera tray and lockable rear latch *Top swings forward to 
open for easy access and servicing eDimensions: 5.6" (W) x 
4.5" (H) x 15.4" (D) 


SKU: Description 
95W2631 Without fan and heater 16.41 
95W2632 With fan and heater = 
e - 
& £ 
= & 


Clip/Tail Type Video to Cat 5 Balun 


*Converts the video output of a camera to a CAT 5 
compatible signal, allowing it to be run down a single twisted 
pair of a CAT 5 cable it can then be converted back at the 
viewing end ¢Full-motion CC TV video at distances up to 
330m when used with any passive transceiver ¢Up to 1500m 
with any active UTP video receiver eTool-less, installs in 
seconds, no need to strip the *Supplied in pairs 


SKU! 9514027 ccc eee cteiee ees 


Single Channel Passive Video to Cat 5 Balun 
*Full-motion CC TV video at distances up to 330m when 
used with any passive transceiver *Up to 1500m with any 
active UTP video receiver ®Press fit terminal block eNTSC, 
PAL, and SECAM video formats *No power required ¢60dB 
Crosstalk and noise immunity Supplied in pairs 


SKU: 9574025 


Color Quad Processor 
eHigh resolution eMonitors up to four cameras simultaneously 
ePower: 12VDC, 55mA 


SKUSOUHS827 «ccd cw ne ada viene aed we 119.00 


MCM ELECTRONICS SECURITY 


Front 


LCD/CRT 
(VGA) 


Provides two video outputs from one input to split video 
sources *Dual power operates on 12VDC or 24VAC 
Includes 12VDC power supply 


by] e292! Pa re oo 


~ 
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OS 


DVD Camera/DVR PC 


DEFENDER, (S-video) (Composite) (VGA) 
Composite to VGA Video ConvertervWide 


Screen 

elnputs: BNC, S-Video, VGA #Resolution: 1680 x 1050 
Compatibility. NTSC and PAL *Supports wide screen LCD 
Includes: convertor, power adapter (5V output), 4‘ M toM 
SVGA cable, and manual 


SKU: 4202555. cc dsacuninenaneakaurwd 31.54 


ODEEER 


Varifocal Lenses 
©2.8~12mm focal length °110°~28° viewing angle eAperture: 


1.5F 

Fig. SKU: Description 
A___70J9730 Manual iris = 
B 64K0600 DC auto iris 46.28 


Back 


Composite Video to Hi-Res VGA Scan 
Converter with BNC loop-out 


¢Specially designed for CCTV color monitor eDual output: 
DB15 x 1 for VGA monitor and BNC x 1 for TV monitor 
¢Deinterlaced and scan rate conversion output up to 
1280x1024@60Hz ¢On-screen display function *Built-in ESD 
protection and video auto gain control for good quality picture 
©Power supply included 


@ODEENPER 


Heavy-Duty Camera Mount 
eExcellent for any camera or housing ®360° swivel and 170° 
tilt angle eLength: 12" eMaximum load of 22 lbs. *Color: Putty 


SKU: 9SW2683. 02. ee ccs ne seine Soda ne oo 


SKU BBW27 79s: oes occ: ace eoceacaesni ance e des tiacs 46.67 


Composite to HDMI Video Converter 


*Converts and scales-up analog (BNC) video input to HDMI (digital) output at 720p or 1080p resolution *3D compensation 
technology with advanced signal processing *Easily switch between 4:3 and 16:9 modes Motion and color optimization with 
digital noise reduction *Automatic NTSC/PAL video format detection eInput signal and output resolution settings are auto-stored 
when powered on and off 


SKU AZ Y 25 eas eis. ene Sialepc alana aleve diac kne Giaucirnceiadace, dressage eceoanen adele. deacee dese ugiaid acdvduseeusldva dadvandnn oo 


MCM ELECTRONICS SECURITY 


HD-SDI to HDMI Converter Adapter 

eConverts SDI or HD-SDI to HDMI for driving HDMI monitors 
eAuto detect resolution of HD-SDI, SD-SDI and 3G-SDI ¢Full 
HDMI support with embedded audio *Synchronized output 
audio video and audio ®Plug and play installation *Power 
supply included (5V/1A) 


SKU: 97W4635................-.......37.96 


speco technologies 


VGA to BNC Converter 

*Convert VGA video to display on a BNC monitor eVGA 
passthrough to display BNC and VGA simultaneously ©OSD 
and video adjustment 


SKU: 85W0830...................008. 191.00 


® 


Ba a a 
IVIUXLAD 
CCTV Power-Thru 
Balun RJ45 


Modular RJ-45 connector ¢Transmits 
video/ remote power via Cat5 ABS fire retardant plastic 
enclosure *Color signals up to 1200' via Cat3 °B & W signals 
up to 2500' via Cat5 


SKU! 9ST910O oe. oe ine snc pe scece setege ie 2 3129.00 


® 


Me. z_--_ ~~—> 
Wy sica 


nipponamerica® 


HD-CVI/TVI/AHD/CVB 
Passive Video Balun 


eConvert your BNC connector to 
RJ45! eFrequency response: 
DC to 6OMHz *Attenuation: 
0.5 dB eCMMR: 60cB eSurge 
protection: 4KV / ESD: 8KV 
*Connectors: Male BNC and " 
press-fit" terminal 


SKU: 31AC3104...............0..0.000. 8 


95W2629 
95W2630 


CCTV Power Supply Breakout Adapter 


¢Connect up to four or eight cameras to a single AC power 
outlet ¢Linear power transformer with 3~24VDC/AC output 
voltages Input voltages: 110/120/220/230/240VAC, 
50/60Hz eOutput voltages: 3~24VDC/AC Output 
connector: 5.5 x 2.1mm ®UL listed, CE and RoHS certified 


SKU: Description 
95W2629 1x4 splitter cord 0.78 
95W2630 1x8 splitter cord 5.19 


9617782 9617783 9379010 
9617784 446032 521356 9617785 


Ga4d4 


vellemen 
5-Pack DC Plug/Jack to Screw Terminals 


Maximum voltage: 25V eMaximum current: 4A ¢Maximum 
operating temperature: 30°C 


SKU: Description 

93T9009 Female to removable screw _ 
5.5 x 2.5mm 

9617782 Male to removable screw 5.5x2.5mm_ --- 

9617783 Female to fixed 5.5 x 2.5mm _ 

9379010 Male to fixed screw 5.5 x 2.5mm _ 

9617784 Female to removable screw _ 
5.5 x 2.1mm 

44W6032 Male to removable screw 5.5x2.1mm_ --- 

52Y1356 Female to fixed screw 5.5 x 2.1mm = 

9617785 Male to fixed screw 5.5 x 2.1mm _ 


CCTV 12VDC Power Supply 


¢Multi-camera distributed power supply for centralizing and 

protecting CCTV camera power supply connections eInput 

voltage: AC 100~240V eInput voltage frequency: 50~60Hz 

Output voltage: DC 12V +/-5% Ripple and noise: <50mv 
Efficiency: 285% ePTC (auto-reset) fuse rating: 1.25A eUL 
listed, CE and RoHS certified 


SKU: Description Output Current 
95W2620 9 camera power supply 5A 34.99 
95Y2997 Qcamerapower supply __10A _ 
95W2622 18 camera power supply 10A _ 
95W2623 18 camera power supply 20A _ 


12VDC Extra High Output Switching Power 
Supply 


16 surge protected outputs ¢12A continuous current 
©100V~240V operation with appropriate UL or foreign CE 
power cord *Unique pre-drilled top mounting flange *Power 
on/off safety switch with LED Dimensions: 11.25" x 11.25" x 
3.75" e5' three conductor US power cord included 


SKU: 63M0040.................0000 001 


Back 


16-Channel 12VDC Rack 

Mount Power Supply 
Fits standard 19" EIA Rack mount fixtures elnput: 120VAC 
50/60Hz *Output Voltage: 12VDC *Max Output: 18A 
eMax Output per channel: 1.125A Circuit protection: PTC 
Mounting hardware included 


SKU: 11X5690 .....................008. oo 


CCTV 9-Camera 12VDC 8A Power Supply 


Total output current of 8A *Dedicated internal 1A PTC 
auto-reset fuses Lighted power switch and 4' grounded, UL 
listed power cord *Removable screw-type terminals ¢Flanged 
wall-mounting key-hole tabs 


SKU: 95W2615............ 0.0. 40.92 


Power Transformers 
Power transformers for use in security applications such as 
alarm panels, door access controls and security cameras. 


SKU: Volts WA 

50B5308 24 20 14.56 
99B2615 24 40 19.84 
3802424 16.5 40 19.56 
3802426 12 40 19.42 
3802425 12 20 15.37 


W.© 


Dual Voltage Power 


Transformer 

©12VDC and 24VAC power transformer 
for a 24V tap, or a 12VDC tap *White 
case 


SKU! G2MGT 1 csc ieecie esd asta sweet anes 19.56 


ELK | 
Security Transformers | 


Power transformers for security \ 
applications. Features a plug-in ground and Ny 
auto-resetting overload protection. 


é 


SKU: Volts WA 
3802060 16 40 20.89 
62M9582 24 40 20.89 


Visit newark.com for full list on all of the products 
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CCTV DC Power Accessories 
*Choose from a variety of useful CCTV DC power pigtail, 
barrel adapters and testers 


Fig. SKU: Description 

A 74R2018 —_—3' male DC plug w/ LED 3.40 
B 74R2016 ~—3' female DC jack w/ LED ~—3.40 
C 74R2019 __G' in-line DC tester w/ LED —--- 
D 74R2020 _—DC plug-to-plug adapter 1.25 
E 74R2017 ~—<DC jack-to-jack adapter 1.30 


i pe 
—_—_—_—_——— 


CCTV DC Power Pigtail 


°DC plug or jack with 1', two-conductor lead stripped and 
tinned for use transitioning to camera power connections 
°DC barrel and plug dimensions: 5.5 x 2.1mm eAvailable in 
various lengths 


DC Connector to Bare Wire Leads 

eldeal for custom installations and maker applications 
Terminated with either 2.1mm or 2.5mm DC plugs or jacks 
*Conductor size: 26AWG; power rating: 1 AMP. 


MCM ELECTRONICS SECURITY 


Tee SS 
CCTV Cable Video Power BNC-to-RCA 


SKU: Description Length Includes RCA male to BNC female elndividually poly bagged 
54X9819 2.1mm DC Jacks 3 = SKU: Length 
54X9823 2.5mm DC Jacks 3 _ 5217550 25' 2.23 
54X9827 2.1mm DC Plugs 3! _ 5277551 50' _ 
54X9830 2.1mm DC Plugs 15' _ 5277548 100' = 
54X9831 2.5mm DC Plugs 3 _ 5277549 150' _ 
WDEFENDER, 
CCTV Power/Video Ss” 
Siamese Cable . 
Designed for connecting 
Straight CCTV cameras to a video and ce 


Right Angle 


DC Power Extension Cables 


ott peseriquas Easy solution for extending the length of a DC power supply 
95W2642 Male plug 1.79 High-quality plugs and jacks with strain reliefs eAvailable in 
95W2643 Female jack 0.50 either straight or right angle eRated 1amp max; 26AWG 
SKU: Length Size 
Straight Plugs 
80R4980 1.5m 2.1mm —_ 
80R4981 3m 2.1mm 3.91 
80R4982 5m 2.1mm _ 
80R4983 10m 2.1mm _ 
80R4984 1.5m 2.5mm 2.14 
80R4985 3m 2.5mm 3.78 
80R4986 5m 2.5mm ee 
80R4987 10m 2.5mm = 
CCTV DC Power Terminal Block Adapters m am 244 
eldeal for quickly terminating two-conductor power leads from ada a eatin 218 
siamese CCTV bulk cable runs to fixed screw-down terminal 80R4990 3m 2.1mm 3.28 
block *Max current: 2A ¢Max voltage: 30VAC/VDC Max 80R4991 5m 2.1mm 5.03 
gauge: 20AWG °DC barrel and plug dimensions: 5.5 x 2.1mm 80R4992 10m 24mm = 
SKU: Description 80R4993 im 2.5mm 2.13 
95W2644 Male plug 1.22 80R4995 3m 2.5mm _ 
95W2645 Female jack 0.26 80R4997 10m 2.5mm 2.50 


Pan/Tilt Camera Mounts 

Travel (Pan) bi-directional auto scan with 
two adjustable positive stops to change 
direction ¢Manually adjustable tilt angle 
Pan speed: 5°/sec *Construction: ABS/ 
aluminum @Note: Outdoor P/T mount is 
water resistant 


ne 302 
SCANNER CONTROL 


power source, these cables feature 
shielded, RG59 mini-coax wire and 
BNC male and female connectors with 

DC barrel plugs (5.5 x 2.1mm) Available in 
various lengths 


SKU: Length Color 

95W2634 20. White 8.40 
95W2636 100' White = 
95W2637 200' White - 
95W2638 25' Black 3.22 
95W2639 50' Black = 
95W2640 100' Black 10.84 
95W2641 200' Black _ 


CCTV Plug and Play 


Combined power and BNC video leads ¢Pre terminated 
cables with no crimping required *Simple plug and play 
solution ¢Various lengths available 


SKU: Length 

8672092 65' 4.55 
8672093 100° 6.34 
95W2647 


~ Z 95W2648 
DEFENDER, 


BNC Coupler 


Handy in-line coupler for adapting CCTV video connections 


Fig. SKU: Description Pan Tilt Max Load °22AWG mini coax wire 

A 41P0075 Indoor pan/tilt mount 350° 50° 22 Ibs. _ SKU: Description 

B 40P1465 Outdoor pan/tilt mount 350° 50° 22 Ibs. 70.27 95W2647 1' BNC F/F 0.89 
C 40P1466 Controller for pan, or P/T 7 i - 27.56 95W2648 4' BNC M/M 2.83 
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@ OPTEXx ~y 


2000' Wireless é 
Annunciator arr i, aS 
eWireless detection and alarm system that ‘ = 


transmits signals up to 2,000' ¢No wiring 

of any kind is require eThree different tone 

alerts to inform you of a security breach . 
eWeatherproof motion detection sensor eMfr. #RCTD-20U 


SKU! 99R9276: «occa ciecid pak eween ns _ 


(re 
(79 


rT — Door Phone 


Camera Resolution: 700 TVL ¢Camera Dimensions: 
2%6'x5%6'x1%e" *Monitor Type: TFT eOperating voltage: 
17VDC eDimensions: 9%"x6%e"x1 “s" 


SKU AT Y4668 oc ce ewe ew eb ewe eeeal 250.80 


com 


SECO-LARM 
Wireless Motion Alert Kit 


Provides audio and/or visual alert when triggered eSensor 
range up to 26' at 40° angle at 3' height *Up to 390' 
transmission range between sensor and receiver ¢Plug and 
play operation, no hardwiring necessary *Battery operated 
(Three “AAA” for sensor and two C for receiver, batteries 
not included) *Receiver can be powered by a 500mA@6VDC 
power adapter (not included) Battery life for sensor is up 
to 6 months and for receiver is up to 3 months (based on 

4 triggers/day on High mode) ®Low battery indicators on 
sensor and receiver ®4-position switch: Off, silent, low, high 
Mounting hardware included 


SKU OSV 1945 2 fees asi diaece Sete edie wrsene Ree 


SECO-LARM 


Wireless Doorbell 
Easy installation, 

attractive design 

Receiver gives both 

an audible and visual 

(Blue LED) notification 
when transmitter button 

is pressed ¢Red LED 

on transmitter for visual 
feedback eDigital coding 

to reduce interference 
*Choose from 32 different 
melodies *Adjustable sound 
level (high/low) ePushbutton battery 

lasts up to one year under normal use *Durable ABS plastic 
housing eWeatherproof transmitter (IP44) eRange between 
transmitter and receiver up to 500' 


SKU: 95Y0551 2. oie. cts Galea dais see eal 


| CBA 


SECO-LARM 


Wireless Alert System 

Up to 1,000' transmission range °18 programmable 
ringtones Connect up to four wireless transmitter 
accessories *Audible and visual alert via built-in speaker and 
flashing light *Wall or desktop mountable eOutput terminals 
for optional auxiliary device eMfr. #RA-4961 


SKU: 951999 sco ccieateae ead naka is 53.85 


SECO-LARM 


Wireless Pushbutton 


For use with the RA-4961 series receivers 
Use as a wireless doorbell *Up to 1,000' 
transmission range *Easy installation 


SKU: 95Y1942........... 15.30 


SECO-LARM 


Outdoor PIR Sensor 

For use with the RA- 0 
4961 series RF receivers 
eWirelessly monitor B 

driveways, walkways 

or other areas *Up to 

1,000' transmission range .. 
¢Programmable activation y 
time ¢Programmable sensing ° 

range up to 39' eRuns on c 
batteries for a convenient, . 

wireless installation Adjustable 

mounting angle 


1 (UE) 6 24.06 


= 


SECO-LARM 


LED Strobe Strobe Lights 


Perfect for deterring burglars and notifying police of your 
home/business location *Easy to add to any surveillance 
system ®Operating life of over 50,000 hours (5.7 years) #9V 
backup battery option for continuous operation 


SKU: Color ONLY 
1375785 Blue 34.25 
1375786 Clear 34.25 
1375787 Green 34.25 
1375788 Red 34.25 


SECO-LARM 


Mini Wall Mount Strobe 


eSynchronized piezo siren and LED eMounts in single- 
gang box or surface-mount *High-impact plastic casing 
eWeatherproof for indoor and outdoor use *Simple 
2-wire connection eAlarm siren sound: 110dB@1' at 
12VDC °Operating voltage: 6~15VDC ¢Current draw: 
90mA@12VDC 


SKU: Color 
95Y1967 Red 7.85 
95Y1966 Blue 7.85 


SECO-LARM 


4-Channel Receiver 
¢Functions similar to that of the 
RA-4961Q Connect up to four 
wireless transmitter accessories 
eAudible, visual, and physical alert via 
built-in speaker, LEDs and vibration 
Belt clip and small size for easy 
portability eEach channel independently = 
programmable 


SKU: 95Y1944... 2... 


MG Toy 


Switching Power Supplies with Screw 


Terminals and LED Indicator 

°For CCTV and alarm applications eUL and CSA listed eAC 
to DC switching ¢Screw terminal connections, precision 
power regulation, LED supervision, short circuit/over voltage 
protection elnput: 100~240V 50~60Hz *Output: 12VDC 
eDimensions: 2.0" x 3.75" x 1.50" 


SKU: Output Rated 

74R2740 12VDC/1.0A 12W 19.42 
74R2741 12VDC/2.0A 24W 19.56 
74R2748 24VDC/1.0A 12W 19.56 


DEFENDER, 


Power Transformers 

Class Il power transformer with screw 
terminals for bare wire termination eldeal 
for use with most brands and models of | 
alarm system and access control panels 
elnput: AC 120, 60Hz eUL listed and CE/ 
RoHS certified 


SKU: Output 

95W2624 24VAC/1.67A 
95W2625 24VAC/0.83A 
952626 16VAC/2.42A 
95W2627 16VAC/1.21A 


Visit newark.com for full list on all of the products 


Indoor Digital Keypad 
©100 codes ¢1 output eBuilt-in buzzer 
and eprom memory 


SKU: 3803107 ............ 47.55 


SECO-LARM 


Surface-Mount Outdoor 
Illuminated Stand-Alone 
Keypad 


°Features weather resistant and vandal 
resistant illuminated keypad, 12~24 
VDC/VAC operation, and two outputs 
(Output #1: 100 users, Output #2: 10 
users) eIncludes duress, quick code, 
wrong-code lockout, egress input, 
three LEDs, a built-in buzzer, and back box ¢110 Users 
(Output #1: 100 users, Output #2: 10 users) Each relay can 
be programmed for momentary (1~999 seconds) or latch 
¢Programmable LED keys: Full-time ON, ON when keys are 
pressed, Full-time OFF; suitable for solar applications ¢Code 
flexibility: Each code can be 4~8 digits long *Egress input for 
exiting the protected premises 


SKU BAN T5927 oi. eccdeiis ha ois Paes 113.00 


The Mugger 
@ Stopper® Plus 


¢One push of the button and a 
piercing 120dB alarm goes off 
while a strobe light flashes to 
draw immediate attention to you, 
scaring off would-be muggers 
Flashlight feature Operates on a 9V 
battery (not included) Strobe light may be used to draw 
attention or while jogging for safety ¢120dB alarm 


SKU: S210358 2000¢ stad vewe eeedawes dan 14.00 


88c6986 3803106 


3803104 g 


SECO-LARM ( 


Wireless RF Transmitters and Receivers 


eArm/disarm remote system *One or two channel 


ENFORCER® | 
Voice Dialer 
1121/6 
4 1(5 I(6 
S 
7 1(8 |e 
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Voice Dialer 

Dials up to four telephone numbers when alarm is triggered 
Easily connects to alarm panel eOptional 9V battery for 
standby power 


SKU: G3R8338 2.6. - ee es ce ci es eae — 
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Indoor Keypad Outdoor Keypad 


‘ALARM CONTROLS 


© 


~ 
@) ALARM CONTROLS CORPORATION 
\S 


Access Control Systems 
eldeal for indoor use in any commercial environment *Up to 
100 individual user codes eBuilt-in buzzer and 2" square push- 


button °600 Ibs. minimum holding force ¢Stainless steel wall 
plate and LED illumination 


SKU: Description 

80R3691 Indoor kit a wee 

80R3690 Outdoor kit _ 
8806819 74R2695 74R2691 


EXIT 


MCM ELECTRONICS SECURITY 


Drive-Alert System 

°A multi-purpose, electronic alarm system designed to 
detect vehicles in driveways, lanes or anywhere knowledge 
of vehicle movement is desired *Kit contains a control unit, 
sensor with 100! of cable and a remote whistle eOperates by 
sensing changes in the earth's magnetic field, this magnetic 
field is disrupted when a metal object passes over and 

the probe sends a small voltage to the controller *Simple 
installation eMfr. #DA-500 


SKU: 96B4871 occ cc.ceccswceewetacian 267.15 


SECO-LARM 


Round Overhead Door Contact 
¢For NO/NC circuits (three wires) ¢Overhead door surface 
mount. 2-3/4" Gap. ¢Switch dimensions: 4%" x 1%" x Zc" 


SKULAIVG921 occas cea nann ne awn aw ed 21.40 


RFID Scan- 
Blocking Cards 


Fight back against the 
identity thieves! eLow- 
cost and simple to use 
*RFID blocking cards "ting 

prevent illegal scanning "Ochi, 

of your credit card RFID chips 8 Cary 
¢Simply place each set in between your 
credit cards to block illegal scanning 


SKU: 45Y0263 ..................0.000. _ 


SKU: System 
One-channel receivers 
3803105 1 channel transmitter _ 
3803103 Standard (11-24 V AC/DC) 38.00 
Two-channel receivers 
3803104 Standard (11-24 V AC/DC) 42.25 = anor Sik 
One-button transmitters F ectric Door Strikes 
: Push-To-Exit Plates bbe ; 

ange are (fed coe) = Stainless stee! pace plates with “EXIT” end “SALIDA” sik orverts eylincrial lor seta to electronic accass controlled 

Wwo-button transmitters screened on plate eSingle-gang *Square and no-touch reversible for right or left hand doors. Shallow design allows 
3803106 Keychain (Fixed code) — buttons are illuminated" *¢NO/NC dry contact relay switches for use in most metal doors. Solenoid activated not a buzzer 
80R4208 Handheld (Fixed code) = SKU: Description coil. Jaw strength is 2000 Ibs. 12VDC. 
Four-button transmitters 88C6819 Mushroom button (5A,125VAC) 31.55 SKU: DoorType Application Power 
80R4210 Keychain (Fixed code) _ 74R2695_ No-touch button (3A, 12VDC) _ 8806824 Metal Fail safe/secure 250mA_ 82.00 
Antenna 74R2691 Square button (10A, 125VAC) 28.15 8806988 Wood Fail secure 800mA 35.40 
8806986 Diphole antenna 16.70 74R2692 Square button w/timer (3A, 125VAC) 43.00 8806989 Wood Fail safe 165mA 35.40 


MCM ELECTRONICS SECURITY 


SECO-LARM 


Security Strobe Light 


Perfect for deterring burglars and notifying police of your 
home/business location *Easy to add to any surveillance 
system eLife span can go over 300 continuous hours 
*Operating voltage: 6~12VDC 


SKU: Color 

1375781 Blue 17.60 

1375782 Clear 17.60 

1375784 Red 17.60 
15 Watt Sirens / 


The ELK-SP15 is a 15W 80hm 
weatherproof indoor/outdoor 
speaker for sound and security. 
The ELK-SS15 is a dual tone 
indoor/outdoor siren, 6~12VDC, 
500mAh, 110dB. Dimensions: 
5.25" (W) x 5.25" (H) x 6" (D). 


SKU: Mfr. # Description 
3802057 = ELK-SP15 Speaker/Siren 14.44 
3802058 = ELK-SS15 Dual Tone Siren 17.51 


ELK 


30 Watt Siren 


Dual tone indoor/outdoor 


siren, 6~12VDC, 1.1Ah, 120dB = 


eDimensions: 6" (W) x 8" (H) x 9.5" 
(D) eMfr. #ELK-SS30 


SKU: 2708407 .......... 27.74 


Indoor/Outdoor Siren with Flasher 


eWeather resistant siren with flasher for flush or surface 
mount applications ¢Operating voltage 12VDC, 250mA 
Siren output 110dB 


SKU: 9574037 .. 2... ee 


Indoor/Outdoor Siren 


eWeather resistant siren for flush or surface mount 
applications *Operating voltage 12VDC, 110mA. siren output 


SKU! 95TA036 212.0 cic idee dinee Gelege Face oc, 


aoe 
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12A@ 125VAC 
ING 25VAC/30NDC — 


ELK 


Compact Relay 

eHigh quality 12VDC relay SPDT form “C” heavy- duty dry 
contacts, low current draw, and positive or negative activation 
*Operating voltage: 12VDC nom eCurrent draw: 30 milliamps 
eMinimum pull-in voltage: 9VDC eDiode protection across 
relay coil Contact ratings: 7A @ 30VDC, 10A @ 125VAC 
Size: 1.1" (W) x 1.55" (H) (28mm x 39mm) 


SKU: S8C2074 occ cece ee eecdueneeene 9.86 
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Sensitive Relay 

The ELK-924 is a sensitive relay which offers positive (+) or 
negative (-) trigger activation on as low as 1.2mA of current. 
It is ideal for access control, home automation, and many 
other general purpose switching applications. The ELK-924 
features switch selectable 12 or 24VDC operation, DPDT 
form “C" heavy-duty contacts, and an LED status indicator. 
Specifications: Operating voltage: 12~24VDC “switch 
selectable”. Trigger current: 1.2mA @ 12VDC. Trigger 
voltage: 4~24VDC. Nominal current draw: 60mA. Double 
form “C” contacts rated for: 7A @ 30VDC, 10A @ 125VAC. 
Diode protection across relay coils. Size: 1.5" (W) x 2.75" 
(H). 


SKU! 3802075. ccwceeencevawsakedeweds 15.61 


ELK 


Delay Timer 


¢Can be configured for use on either 12V or 24V systems 
Time settings: 1 sec~60 min @Relay contact rating: 7A @ 
30VDC eTrigger voltage: 4~27VDC elInput trigger current: 
1.2mA ¢Current draw with relay on: 40mA eSize: 3" (W) x 
2.2" (H) x 1" (D) fits std. snap track) ¢12V setting: Nominal 
operating voltage: 9~15VDC #24V setting: Nominal operating 
voltage: 21~27VDC 


SKU: 3802076 ccc cecccnecaneeneeeawe se 32.72 


Timer Module 

Timer can be set to open or close the relay at the start or end 
of a timing cycle from 1 to 60 seconds. Can be triggered by 
positive DC voltage, dry contact closure or open dry contact. 
The relay can be programmed to pulse activate or activate 
for one second at the end of the timing cycle. Built-in reset 
function to manually reset timing cycle. Specifications: Relay: 
Form-C relay, 8A, 120VAC/24VDC. Timer: 12VDC/24VDC, 
3mA (standby) 40mA (relay energized). 


SKU: 8806787 ...............00000 00 ee 17.70 


| Altronix 


Programmable Timer Modules 


°12 or 24VDC selectable operation *Quick and accurate time 
range adjustment from 1 sec. to 60 minutes eLED indicates 
relay is energized eMfr. #6062 


SKU: 0700898 ..................0..0000. — 


fay Altronix 


Relay Modules 
Each cluster contains six relay modules which can be 
separated by simply snapping them apart. 12 or 24VDC 
selectable operation. Single form “C” 10A/120VAC or 
28VDC relay contact. Screw terminals handle up to 12 gauge 
wire. Mfr. #RB610. 


SKU: 3702620.................0.0000. — 


SECO-LARM 


2A Relay Board 


For any application where relays are required eRelays are 

pre-wired to easy-to-install modules ¢Screw terminals allow 
easy installation without soldering or other time-consuming 

connections °12V/24V operation 


SKU: SSV 1979 eee eaves cathe eee ane Sapane iaase — 


ID Altronix 


Power Supply/Charger 
Use for security, fire, CCTV and access control. Selectable 
output, 6 or 12VDC, 1.2A. Mfr. #AL 612. 


SKU: 0502089 «0.25 cae tee eee e eae. _ 


fay Altronix 


High Current Power Supply/Charger 

High efficiency, high current power supply ¢Provides the 
power needed by more demanding security and access 
control applications, without giving off extra heat eOutput 
voltage: 6, 12, 18, 24VDC Current: 4A eMfr. #SMP5 


SKUSS7 C2898 «.o2.. scccsye sun sene euncdie wamnehe sation a 


Visit newark.com for full list on all of the products 


SECO-LARM 


Rollerball-Type Recessed-Mount Magnetic 
Contact Switch 


eUsed for protecting sliding doors and windows where space 
is limited ¢360° Rollerball *Magnet and reed switch contained 
in housing ¢Spacer and screws included ¢Roller travel is 4" 
(6mm) eFor N.C. circuits. 


SKU: Connector 

47Y5931 18" wire leads 2.55 

47Y5932 Terminal screws 2.55 
is 


®e 


SECO-LARM 


Screw-Terminal Adhesive 
Surface-Mount Magnetic Contacts 


Miniature surface-mount magnetic contacts ¢Gold-plated 
terminals for longer life and reliability Screw terminals *Tape 
to cover screw terminals included *Contact reed switch is 
SPST, iridium-plated to have a high melting point and Vickers 
hardness, which results in higher handling power and long life 
1" (25mm) Gap For N.C. circuits eMounting tape included. 


SKU APY 0922 coc ecandeeedeeves aw deens 2.60 
Ris 
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SECO-LARM 


Capsule Type Contact 
¢Color White eOperation gap 1" Circuit type N.C. ¢Material 
High-impact ABS plastic 


SKU: 47Y9923 5 ccs cccenes cow eoes 2.90 


SECO-LARM 


Overhead Track-Mount 

Circuit type: N.C. ¢Operation gap: 3" ¢Material: Aluminum 
eSwitch dimensions: 3%s"x2 %2"x1'/e" Magnet dimensions: 
B%2"x3"fo"x1 fs" 


SKU 4715928 2k cae cede ee cane dawned 19.90 


2 a 
OO oN 
180 Series Steel Door 
Switch 


The 180 series switch is a 

‘" diameter recessed switch 

designed for residential, commercial and industrial steel 
doors and frames. 


~~ aa 
v? &y y 


SKU: Mfr. # Description 
3606805 180-12 Standard 4.86 
2708509 180-12WG Wide gap _ 
“ee. 
Plunger Switch 


The plunger switch incorporates a plunger to activate in the 
shortest most compact package available. These are ideal for 
securing vinyl or custom windows. 


SKU: Mfr. # Description 
3605034 PB-2020 Press fit 3.68 
3605037 PBF-2020 w/Flange 3.68 


Aluminum Surface Mount Switch Set 
Miniature size 1%" L x %" W eHeavy-duty extruded 
aluminum eRecommended for institutional use *Loop type: 
Closed Electrical configuration: N/O *Maximum initial 
contact resistance: 0.1500 *Maximum contact rating: 10W 
Maximum switching voltage: 200VDC *Maximum switching 
current: 0.500A 


SKU OSY201 2. cs ccceeceeekeeememeeee 13.68 


SECO-LARM 


Magnetic Contacts 
°Screw terminal for quick 
installation eWide gap 

for loose-fitting doors 

and windows, steel doors 
and other applications where 
wide gaps are found eWide 
gap includes spacers *Go to 
MCMelectronics.com for additional 
details 


SKU: 

Description Color Gap 

1375789 Brown yy" 2.55 
.O. surface-mounted contact for N.C. circuits 

1375790 White yi" 2.55 
.O. surface-mounted contact for N.C. circuits 

1315799 Brown 2y" 6.10 
.O. wide-gap contact for N.C. circuits 

1375800 Gray 2y" 6.10 
.O. wide-gap contact for N.C. circuits 

1375801 White 2" 4.55 
.O. wide-gap contact for N.C. circuits 

1375805 White yt 3.25 


.C. surface-mounted contact for N.O. circuits 


MCM ELECTRONICS SECURITY 


SECO-LARM 


45' Reflective Beam Sensor 

¢Sensing Range: 0.5' to 45' (0.1 - 14m) eSupply Voltage: 
12~250 VAC/VDC eResponse Time: 5ms~100ms adjustable 
eLight Source: IR LED *Output: SPDT Relay Output (NO/ 
NC/COM) eEnclosure: IP66 Waterproof 


SKUSATYABIG osc cic in weak weed wie ie 76.55 
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SM1 Microphone 


Omnidirectional electret microphone with built-in low noise 
MOSFET amplifier. Amplifier provides line output with 
adjustable gain. Flush or surface mount in a standard single 
gang electrical box. White faceplate. 


SKU: 3803125 ...............0..00000. oo 


SECO-LARM 


Overhead Door Magnetic Contacts 

*These heavy-duty contacts can be as far as 254" apart 
and still operate ©24" cable length *Gap: 294" eHousing: 
Aluminum die-casting Use with closed or open circuits 


SKU: Mfr. # 
1375803 SM-226LQ 13.75 
1375802 SM-226L-3Q 19.90 
1375804 SM-226RQ 16.15 
Ball Plunger Switch 
Rolling ball depresses from ifs 


any angle, perfect for window N 

mounting or door jamb ¢Closed ~~ S | 
circuit operation 12" leads ¢%" So 
recess button with screw mount SSP, 

flange 1A contacts *White = 


SKU: 0502045 «2.06 ees wee eee nee oe oo 
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Roller Ball Plunger Contact 

eRoller ball contacts can be activated from 360° using a 
sliding motion such as that produced by opening a door @Mfr. 
#RB-01 


SKU:3665225 ..5):ccc vei dea asueseoiawwaess 5.99 


| MCM ELECTRONICS BATTERIES, POWER & LIGHTING 


BATTERY 


CS 


Sealed Lead Acid Batteries 

eUsed for UPS, emergency lighting, security and any 
floating application *Maximum charging current is nominal 
capacity x0.3 


SKU: Mfr. # Capacity (Ah) Dimensions (L) x (W) x (H) Contact* 
“6 Volt 

3802197 GP645 45 2.76 x 1.89 x 4.02 A 14.15 
382198 GP672 7.0 5.94 x 1.34 x 3.70 A 17.92 

3802196 GP6120F2 12.0 5.94 x 1.97 x 3.70 B 24.37 
“2 Volt 

3801919 GP1245 45 3.5 x 2.75 x 4.0 A 25.70 
; 55M4234 GP1270F2 7.2 5.95 x 2.56 x 3.70 B 38.25 
3802192 GP12110F2 11.0 5.94 x 3.98 x 3.70 B 63.11 
3802193 GP12170 17.0 7.13 x 2.99 x 6.57 C 74.82 
3802195 GP12260 26.0 6.54 x 6.89 x 4.92 C 81.64 


*Contact: A = .187" disconnect, B = .250" disconnect, C = bolt and nut 


PRODUCTS, INC. 
Rechargable Sealed 
Lead Acid Batteries 


Elk sealed lead acid batteries 
are maintenance free, 

long- life,back-up batteries 
specifically conditioned for alarm 
applications ¢Max charging 
current is nominal capacity 
times 0.3 eConnects via 287" 
disconnect except #82-4765 
which is nut and bolt 


Dimensions 
SKU: Capacity (L) x (W) x (H) 
“6 Volt 
3802072 ELK-0650 5.0Ah 
12 Volt 
3802065 ELK-1213 1.3Ah 
05€2058 ELK-1250 5.0Ah 


“3802068 ELK-1280 8.0Ah 


Mfr. # 


2.8°x1.8'x 4.0" 14.52 
88X17 X20 
2.75 x 2.75" x 4" 22.01 
6.0" x 2.5" x 3.75" 31.62 


BATTERY 


CS 


HRL Series Six Cell 12V Lead Acid Battery 
°34W @ 15 min. rate capacity eDimensions: 3.87" (H) x 5.94" 
(LD x 2.52" (W) Weighs 5.95 Ibs. ¢F2-Faston tab terminals 
eMfr. #HRL1234WF2FR 


SKU: 2776516... 2.2... ee ee 4035 


BATTERY 


CS 


XTV Series 12V 7.2Ah Lead Acid Battery 
Six cells °7.2Ah @ 10 hour rate Dimensions: 3.81" (H) 
x 5.94" (L) x 2.56" (W) eWeighs 5.67 Ibs *F2-Faston Tab 
terminals Mfr. #XTV1272F2 


SKU: 2776909 . 2. oe cee ce cee eee 2 O78 
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6) YEAR LIMITED 


; WARRANTY 
Arc @) .@) 
amenican power conversion Back-UPS 


eFeatures smart battery back-up and high performance surge 
suppression for PCs and Macs *USB 2.0 connectivity for 

the 350 and 500 units *USB port, modem and ethernet 
surge protection, site wiring fault indicator and battery 
condition indicators ¢Includes a $100,000 Lifetime Equipment 
Protection Policy 


VA/ Capacity Typical 
: SKU: Watts Runtime Receptacles 
8801424 = 350/210 8 6 a 
3909988 500/300 T2 6 a 


AMERICAN POWER CONVERSION 


Smart UPS 


¢Smart-UPS have extremely high efficiency at low, medium 
and high load levels eldeal for today's multi-core or virtualized 
servers that have varying load consumption ®Features a 
16-segment LED display, extended range automatic voltage 
regulation (AVR), and pure sine wave output on battery 8 
receptacles 


: SKU: Mfr. # VA/Watts Runtime 
—80R4214 =SMT1000 1000/670 3hrs. 
80R4215 SMT1500 1440/980 5hrs. = 


AMERICAN POWER CONVERSION 


Smart UPS Tower 


Includes PowerChute’ plus which will safely store data and 
shut down your network operating system before the battery 
is fully discharged eSome models offer USB connectivity 

e“ AVR" automatic power under boost for low voltage brown- 
outs eLoad meter technology to monitor and alert you to 
UPS overloads *Quick swap batteries which can be swapped 
out in under 60 seconds eThe SC620 models offer protection 
for modem, ethernet, and serial ports ¢620VA/390W e45 
min. typical runtime @100W Four receptacles eMfr. #SC620 


SKU: O5K7268 cc cc cccccteeeeiaedonewn 357.29 


AMERICAN POWER CONVERSION 


Back-UPS ES 


eAffordable battery back- up and surge protection eEnough 
power for your entire system and built-in phone/fax/modem 
(DSL compatible) protection *USB 2.0 compatible with PCs 
and Macs (OS 9 or higher) *$50,000 Lifetime Equipment 
Protection warranty *Receptacles: 8 


VA/Watts Typical runtime 
_SKU: Capacity @100W a 
_73H0873 350/225 8 min. 98.00 
93K8392 330/550 22 min. 
CyberPower 
1500va 
CyberPower 


Intelligent LCD Sine Wave UPS System 


Provides battery backup (using sine wave output) and surge 
protection for for department servers, workgroup servers, 
network devices, telecom appliances, and high-end audio/ 
video equipment requiring PFC power source compatibility 
protection (ENERGY STAR® 6.0 systems) Line interactive 
UPS has an autotransformer that regulates low voltages (e.g., 
brownouts) and over voltages (e.g., spikes) without having 
to switch to battery eAutomatic Voltage Regulation (AVR) 
corrects minor power fluctuations ¢Surge protection diverts 
excess voltage away from sensitive electronic equipment 

°8 NEMA 5-15R outlets *$200,000 connected equipment 
guarantee °Est. run-time: 145 mins. eOutput: 1500VA, 
1050W eMfr. #OR1500PFCLCD 


SRUS POVI297 iain wake dale wade caine aac 413.95 


Pre CUCM 


DC Variable Switch Mode Power Supply - 2A 
Max 


Compact, light-weight power supply for both technicians and 
hobbyists *Multiple voltage settings, including a 5V setting, 
and can handle any device drawing up to 2A eHighly efficient 
switch-mode design yields very precise power regulation 
eRegulated output voltage settings include 3V, 5V, 6V, 7.5V, 
9V and 12V. All outputs provide 2 Amps of power elsolated 
and regulated DC output voltage and fuse-protected input 
eLighted, on/off rocker switch *Red/black terminal binding 
posts with combined screw clamp and a 4mm top entry hole 
eDimensions: 5.0" (D) x 2.375" (H) x 4.5" (W) 


SKU OS 28268 oc ccc wag eeed nee wnedee 21.05 
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Power Strips and Surge Supressors 


Provides convenient multiple outlets wherever they are 
needed @All metal housings stand up to the harshest working 
environments ¢15' power cords Specifications: e154 NEMA 
5-15R receptacles *On/off power switch 


SKU: Mfr. # Description 

05H6449 = PS2408 8 outlet 24" strip _ 7 

05H6450 = PS3612 12 outlet 36" strip _ 
“05H6451 PS4816 16 outlet 48" strip — 

O5H6986 = PS7224 24 outlet 72" strip ae 

Surge Supressors 

95K7418 SS-7619-15 450 joules 130.17 


24 outlet 72" strip 
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Compact 200W PowerVerter 
Delivers the AC power you need in a 
small, portable unit that fits snugly into 
your vehicle's cup holder eldeal for your 
car, truck, boat or RV eFeatures two AC 
outlets, a 2.1A USB port and a 1.0A USB 
port ©100W output eMfr. #PV200CUSB 


SKU: 71Y3891...........61-86__ 


CyberPower 


Intelligent LCD Simulated Sine Wave UPS Systems 


Provides battery backup (using simulated sine wave output) and surge protection for desktop computers, 
workstations, networking devices, and home entertainment systems eLine interactive UPS has an 
autotransformer that regulates low voltages (e.g., brownouts) and over voltages (e.g., spikes) without 
having to switch to battery eAutomatic Voltage Regulation (AVR) corrects minor power fluctuations 
Surge protection diverts excess voltage away from sensitive electronic equipment *$250,000 connected 


equipment guarantee 


SKU: Mfr. # Est. Run-time 
“10 NEMA 5-15R Outlets 

78Y7184 BRG850AVRLCD 53 min. 

78Y7181 BRG1000AVRLCD 63 min. 

12 NEMA 5-15R Outlets 

78Y7182 BRG1350AVRLCD 166 min. 

78Y7183 BRG1500AVRLCD 175 min. 
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BOWER PROTECTION 
See 


Rack-Mount SmartPro UPS 


eThe SmartPro intelligent, line-interactive UPS system 

is specially designed to provide mission-critical network, 
telecom and server applications with a superior level of 
power protection and control eAutomatic voltage regulation 
constantly monitors incoming voltage and “trims” or 
“boosts” to supply consistent power without draining 
batteries $75,000 Ultimate Lifetime Insurance to cover 
connected equipment against surge damage for life! e6 USB 
outlets *500VA/300W eMfr. #SMARTSOORT1U 


SKU: 9OK7328 i. ein! sne ie iecese ceecene seise dscapens _ 
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Smartpro Line-Interactive UPS 

°Offers voltage regulation, surge suppression and long 
lasting battery support ENERGY STAR qualified for its 
ability to save customers money while helping to protect the 
environment ¢120V nominal output during brownouts to 79V 
and over-voltages to 147V elntelligent battery management 
system extends battery life ¢450W output e6 AC outlets (3 
surge) °8.3 min. runtime under half load 


SKU: A7Y6168 = oe en ese calde Sede acene —— 
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Precision Regulated DC Power Supply 
*Convert 120VAC to 13.8VDC (+/-.5V) #Provides excellent 
regulation of output voltage eldeal for use with HAM radio 
and CB radios, test benches, tape players, and amplifiers 
Compact footprint, metal housing and lighted on/off switch 
°4.5A capacity eMfr. #PR4.5 


SKU: O5H6439.... 2. ee ee ne oom 


Ouput (VA/Watts) 
850/510 154.95 _ 
1000/600 162.95 
~ CyberPower 
1350/810 — 
1500/900 239.95 
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850VA Energy Saving Standby UPS with 


Enhanced LCD Interface 

*ECO850LCD power saving UPS offers complete protection 
from blackouts, voltage fluctuations and transient surges 
eLCD screen options support continuous display of input 
voltage, output voltage, estimated runtime, load percentage, 
load wattage and battery charge percentage — with the option 
to continuously scroll all six information fields e850VA/425W 
120V UPS provides battery-derived AC output during power 
failures and severe voltage fluctuations to operate a desktop 
computer up to 45 minutes ¢Three year standard warranty 
with $100,000 connected equipment insurance (USA, Puerto 
Rico and Canada only) 


SKU: 4777024 .... 2.2... eee eee eee = 


ECO UPS 


eEnergy-saving “ECO” surge outlets that automatically turn 
off idle equipment *99% power efficiency that lowers annual 
energy bills by up to $50 100% RoHS compliance to meet 
strict enviromental standards *Free PowerAlert software for 
unattended computer shutdown (web download) ¢Telephone/ 
DSL line surge protection °$100,000 ultimate lifetime 
insurance 


Fig. SKU: Outlets VA 
/ A 74R2217 6 350 —_ 
B -74R2218 8 550 _ 
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POWER PROTECTION 
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Digital UPS 
Systems 


*Keep computer 
and home theater 
components 
running safely 
through short 
blackouts and 
allow enough 
time to safely 
shut down during 
longer ones 
°Filter disruptive 
line noise 

and protect/ 
support components through low power conditions or power 
conditions or power surges *Automatic Voltage Regulation 
(AVR) corrects brownouts without using battery power eEasy- 
to-read, LCD display rotates for easy viewing *Easily monitor 
input voltage, UPS battery capacity, power status and more 
at a glance 


SKU: Mfr. # VA 

23M4517_  SMARTIO00LCD —‘ 1000 =. 
“42M2047_— SMARTI500LCD —_—*1500 = 

94W9366 SMARTI500LCDT 1500 - 
“94W9166 OMNIT500LCDT 1500 a 
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Power+ 12-Outlet Metal Power Strip 


*Converts a single outlet from a standard grounded duplex receptacle into 12 grounded outlets *Lighted on/off switch with built-in 
circuit breaker protects against overloads eRated for 15A /125V/1875W ®UL/CSA certified ¢6' 14AWG/3-conductor power cord 
Black extruded aluminum housing 


SKU OSY 2826 oceania ee caine testa ata aren eeieeracea aera ae eae oo 


Stellar@) ahs® 
Power+ 
8-Outlet Power Strips 


*Converts a single outlet from a standard grounded duplex receptacle into 8 grounded outlets eLighted on/off switch with built-in 
circuit breaker protects against overloads eRated for 15A/125V/1875W ®UL/CSA certified ¢6' 14AWG/3-conductor power cord 
eExtruded aluminum construction 


SKU: Color 

68Y0006 Silver 11.75 
95Y2810 Black 12.16 
Stellar®) abs® aetna 


Ower+ 
Rackmount Eight Outlet Power Strip 


Eight individual switched outlets with lighted rocker switch ¢15A resettable circuit breaker °10' 14AWG power cord eRemovable 


feet eDimensions: 1.75" (H) x 17.5" (W) x 3.75" (D) 


SKU! 80RG122) oo ces cen cia ccs eas ended det ab acta 
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4-Outlet Power Strip 


¢Converts a single outlet from a standard grounded duplex 
receptacle into 4 grounded outlets eLighted on/off switch 
with built-in circuit breaker protects against overloads eRated 
for 15A/125V/1875W ®UL/CSA certified ¢4 grounded 
outlets eWhite ABS housing 


SKUS 68Y0005 ccc eee ewe sewer cmews 4.91 
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Ower+ alk 
6-Outlet Surge Strip with Dual USB Charging 
Ports 


eldeal for the home office or professional workstation 
Protection from damaging voltage fluctuations, surges, and 
spikes ©300 joules/500VPR #Dual USB charging ports (2.1A 
max) eRated for 15A /125V/1875W ecETLus certified ¢3' 
16AWG/3-conductor power cord *White ABS housing 


AECL) (2:7 
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Ower+ 

Surge Protector Multi-Outlet 

Power Strips — 270Joules 


*Convert a single outlet from a standard grounded duplex 
receptacle into 4, 6 or 8 grounded/surge-protected outlets 
eJoules: 270 (Surge) Voltage Protection Rating (VPR): 400V 


stellar®@) abs® 

Ower+ 
6-Outlet Surge Strip 
eLighted on/off switch with built-in circuit breaker protects 
against overloads ¢150 joules Voltage Protection Rating 
(VPR): 400V (Surge) Rated for 15A/125V/1875W *ETL 


certified ¢3' 14AWG/3-conductor power cord eWhite ABS 
housing 


SKU: 68Y0007 «cee sie ewiess 
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6-Outlet Surge Strip 


eLighted on/off switch with built-in circuit breaker protects 
against overloads °720 joules ®Voltage Protection Rating 

(VPR): 400V (Surge) Rated for 15A/125V/1875W *ETL 

certified ¢4' 14AWG/3-conductor power cord eWhite ABS 
housing 


SKU! G8VO008 see sist ce a eee anes 


(surge) *Electrical rating: 15A / 125V / 1875W eEMI/RFI : SKU: Outlets Cord Length 
Attenuation (dB): OdB-40dB; Frequency: 100KHZ~30MHZ eAuto 68Y0010 4 3' 4.15 
shutdown eResponse time: < 1 nanosecond Power cord: 3' 7 ; 
heavy duty 14AWG/3 eHousing: ABS plastic ¢Color: gray/black 68Y0011 6 3 a), 
°Certification: cULus. 68Y0012 8 3 9.33 


6-Outlet Metal Surge Strip 


eLighted on/off switch with built-in circuit breaker protects 
against overloads °450 joules eVoltage Protection Rating 
(VPR): 400V (Surge) eRated for 15A/125V/1875W eUL 
certified ¢6' 14AWG/3-conductor power cord @Off-white 
metal housing 


SKU: GBYO009 ooo csece ciated eases ates aane sie _ 
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Ower+ net 

4 Outlet Dual USB are Al, ! 

4 a 
surge Protector I s 
All-in-one solution to keep e a2 
your smartphones charging 
without sacrificing space or * 
power outlets. This 3-outlet =m 
surge tap is rated at 1200 ust 


joules and features sliding 
smartphone-holding trays 
that retract when not in use. 
Compact and versatile, two 
USB ports are built-in to help reduce cable clutter and keep 
your smartphones, or tablets charged and ready for use. 


SKU: GBYO013 2... co ec sue cee Gee See dee ease 421 
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2 Outlet Dual USB 
Surge Protector 


Perfect solution for keeping your 
smartphones charged without 
sacrificing space or power 
outlets. ¢2-outlet surge tap rated 
at 1200 joules ¢2 USB charging 
ports for your smartphones or 
tablets eCompact and versatile 


SKU: GBYOO14 «2c. ence ne ee eee ee 


Stellar @) Labs® 
Power+ 
3-Outlet Swivel Power Tap 


Converts a single outlet from a standard grounded duplex 
receptacle into 3 non-polarized outlets (UL certified) 


SKU: 68Y0022 .................0.0000. _ 


Stellar @) Labs® 
Power+ 4 
3-Outlet Power Tap 


°Converts a single outlet from a 

standard grounded duplex receptacle 

into 3 grounded outlets *Rated 15A /125V/1875W eUL/ 
DSA certified 3 outlets eABS white color housing 


SKU: G8YO00S 22.0 ciece f tee eee cee cee 


Visit newark.com for full list on all of the products 
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Single Outlet Switchable Wall Tap 


*Converts a single outlet from a standard grounded duplex 
receptacle into a single, non-polarized outlet with on/off 
rocker switching @ETL certified 


SKU68Y0023:. ccoaccctaca dats o8 Gare “2.90 


PROTECTED 


TTT! 


Stellar®) abs® 


Ower+ 
Single Outlet Surge Protector Wall Tap with 
RJ11 Protection 


*Converts a single outlet from a standard grounded 

duplex receptacle into a single, polarized grounded outlet. 
elntegrated RJ11 jacks on bottom (input/output) to protect 
phone line connections from harmful power surges/spikes 
*ETL certified 


SKU 9ON 2821 occidentale i 


PROTECTED 


USB 2.1A CHARGER 


Stellar @) Labs® 

Ower+ 
Single Outlet Surge Protector Wall Tap with 
USB Charging Jack 


*Converts a single outlet from a standard grounded duplex 
receptacle into a single, polarized grounded outlet eIntegrated 
USB 2.1A RJ45 facilitates smartphone, or tablet charging 
while protecting from harmful power surge/spikes *ETL 
certified 


1, (UH 4: 7 Se _ 


PROTECTED 


stellar®)| ahs® 
Ower+ 


Single Outlet Surge Protector Wall Tap 
eldeal for protecting TVs and DVD players in tight spaces 
*Converts a single outlet from a standard grounded duplex 
receptacle into a single grounded/surge-protected outlet 
720 joules/700V clamping voltage *ETL certified 


SKU: 952823: ou ccaccctsade ae ncedda ees oo 
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Waber by Tripp Lite Power Outlet Strip 
eExtremely heavy-duty metal housings, making it ideal 

for standing up to the harshest working environments 
eLighted on/off switch eKeyhole mounting slots eDiagnostic 
LEDs allow it to fit seamlessly into any industrial or office 
environment ¢6 Nema 5-15R outlets ¢15' cord eRight-angle 
outlets eMfr. #UL24RA-15 


SKUSGSK7 B90 2? cccicseie s aticia encte ett sacs as 


TAPP LTE i 6 


= ' 
ee 
_ Va 
TRIPP LITE 
agen 


6-Outlet Line Conditioner 

¢Constantly monitors incoming voltage and adjust it to 
provide connected equipment with consistent 120V power 
Also provides premium surge, spike and RFI/EMI line 

noise filtering *600W output *Up to $25,000 Ultimate 
Lifetime Insurance covers connected equipment for life ¢Mfr. 
#LS606M 


SKU: 05H5091.....................08 _ 


Stellar®@) ahs® 
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Ower+ 1|1 Ss 
3-Outlet Compact Py ra 
Travel Surge [i 
Protector with Dual = 
USB Ports It 
°3 grounded/protected AC a 


outlets ¢2 USB ports (2.1A 

max) ®18" concealable cord 

¢Right-angle flush-mount plug ¢300 joules/500V clamping 
voltage *ETL certified 


SKU: 99Y2624: «os ccc w ia ccswecawiwes 3.68 


Feller 


stellar®) aps? 
Ower+ 
6-Outlet Surge Protector Tap 


¢3-outlets can be swiveled 90 degrees 
for side entry, or front entry eConverts 
a standard grounded duplex receptacle 
into 6 surge-protected outlets *Great 
for reducing cord clutter ¢Perfect for 
use behind furniture, appliances, and 
other hard to reach places os 


SKU: 68Y0024.......... 2.74 
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Ower+ = 
6-Outlet Power Tap ivi cue 
°Converts a single outlet ry 
from a standard grounded a a 


duplex receptacle into 6 
grounded outlets ¢Rated t 
15A/125V/1875W *UL/CSA resiaj ae 
certified ¢6 outlets eABS white 
color housing 


SKU: 68Y0004...... 4.95 


¢ 
isobar. Plagnostic surge Suppressor 
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ISOBAR® Premium Surge Suppressors 
elsolated filter banks eliminate interference between 
connected equipment All metal housings for the toughest 
environments °6' cords except #28-10995 which has a 25' 
cord ¢140VA RMS initial clamping voltage, (Ons) response 


time, EMI/RFI filtering =>40dB-80 Up to $50,000 Ultimate 
Lifetime Insurance 


SKU: Mfr. # Outlets Joules 
05H5060 ISOBAR2-6 2 600. -- 
63M0019 ULTRABLOCK428 2 600 44.56 


05H5061 ISOBAR4ULTRA 4 2200. 
05H5064 ISOBAR6ULTRA 6 2350 
96B3583 ISOBAR6DBS 6+RJ-11 2850 -- 
+COAX 
05H5062 ISOBAR8ULTRA 8 2350) + 
7618048 


7678046 
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Six Outlet Protect It! 


Surge Suppressors 
©120V, 60Hz, 15A *Diagnostic 
LED to warn of suppressor damage 
eKeyhole mounting tabs ¢EMI/RFI 
noise filtering 
Cord Lifetime 

SKU: Mfr. # Joules Length Insurance 

7678046 TLP6B 360 6 $10,000 18.32 

7678048 + TLPG15 990 15' = $20,000 — 


POWER PROTECTION 


6-Outlet Protect It! Surge Suppressor 
Diagnostic LEDs alert you to power problems before 
sensitive equipment is put at risk ¢Select models include 
modem/fax, coax and/or ethernet surge protection °150VA 
RMS initial clamping voltage, >1ns response time, EMI/ 

RFI filtering = 40dB-80 *Up to $100,000 Ultimate Lifetime 
Insurance covers connected equipment against surge damage 
for life ¢4' cord 720 Joules eMfr. #TLP606 


SKUE GOK TIDE secrcsies sateen canteens _ 
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Hospital-Grade 6-Outlet Strip 


Provides convenient power distribution for applications 
requiring hospital-grade plugs/outlets *Approved for use 
outside of patient-care areas Optional keyhole mounting 
tabs and flanges for installation in a wide variety of 
configurations °6 outlets °1.5' cord *UL 1363 certification 
°Mfr. #PS-602-HG 


SKU: 74AR2561 2.2 ioc cies seine adie na ee ne oo 
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Two Outlet Extension Cord 
eThree prong pass-through power cord ¢15A, 125V eUL 
listed 


SKU! 2007820 .. ece osc. cite ee ane ane nd ater 3.94 
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Heavy-Duty Electrical Extension Cords 

These extension cords are ideal for powering pro audio, video 
and stage lighting equipment, and featuring a rugged, black 
SJTW jacket, and NEMA 5-15 connectors on both ends. 


SKU: Length Gauge 
68Y0015 25° 16/3 5.09 
a C13 Black Power Cord 
680018 50" 1473 26.77 eNEMA 5-15P plug end to a IEC-320-C13 @UL Listed *RoHS Computer Power Cord Adapters 
compliant. .enwycs *18AWG wire #125VAC, 10A, 1250W rated *UL, CSA 

SKU: Length approved *RoHS compliant 
31AC4659 i? — Fig. SKU: Description 
31AC4661 3 3.99 A 43W7235 6' PC Y cable 
31AC4662 6 3.99 B  43W7238 6' desktop extension 
31AC4660 10' _ C = 43W7237 1' monitor adapter 


6' Extension Cord c 


¢Choose from 14 gauge or 16 gauge cords *NEMA 5-15P to 
NEMA 5-15R cable *UL approved 


SKU: Gauge G@) G@) 
q4RD540 16 C5 Black Power Cord Right Angle 6.5' Power Cords 9° @ 
ioe *UL Listed *RoHS compliant ¢1BAWG Molded PVC right angle grounding connector PH-390 IEC 
74R4958 14 4.96 : VG *Batin AIGA el 
SKU: Length 320-C-13 18 AWG ®Rating 1250W/10A *NEMA 5-15P 
31AC4663 3" __ molded vinyl grounding plug, PVC jacketed *SJT type cord 
31AC4664 “eS 7S: Mfr. # Type 
37F3347 17606 Shielded 2.95 
96K5638 17506 Unshielded 9.67 
Stellar@) - C 0518468 
Cellar 
@.abs® C7 Black Power Cord 
Ower+ UL Listed Used for many Technics/Panasonic stereo 
7 a ; . amplifiers ¢18AWG e 
a Duty 3-Tap Electrical Extension Cord = yy. Length Polarized lliWoods @ 
eThese extension cords are ideal for powering pro audio, 3 
video and stage lighting equipment, and featuring a rugged, 31AC4718 6 No 2.25 Office Cords 
black SJTW jacket, and a heavy over-molded triple tap socket 31AC4716 12' No 4.99 Manufactured with polarized outlets in a solid molded plug. 
*16AWG #3 conductor 31AC4717 6 Yes 3.89 These 13A cords include a safety cover for unused outlets. 
SKU: Length 31AC4587 72" Yes 4.99 SKU: Gauge/Cond Length/Color Outlets 
68Y0019 10° _ 05H8458 = 16/3 25'/Black Single 29.98 
68Y0020 25" 9.09 05H8459 ~— 16/3 10'/Gray ‘Triple 16.55 
— A O5H8468 =: 16/3 20'/Gray Triple = --- 
——« 4 
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Slimline™ Household Extension Cords 


“Y” Cords Woods Slimline™ cords have thin male plugs to keep the 
Each of these “Y" cords replaces two standard power cords cord close to the wall. Plug does not block other outlet. Soft 
3 Conductor AC Power Cords «(Ur)us in computer, home entertainment and professional studio strap makes it easy to pull plug from the wall. Color of cord is 
for Wall-Mount Flat Panel HDTVs applications. Color: Black. Cord: SUT. Rating: 125V. white. 12V rating: 13A. 
SKU: Length Fig. SKU: Mfr. # Length AWG Amps SKU: Gauge/Cond Length 
40P9041 1.5' 3.70 A 93K2556 17238A_ 6 18 =10A 14.44 05H9040 16/2 i& 1.24 
40P9042 3.0' _ B  93K2562 17275A  10' 16 138A 13.75 05H7649 16/3 13° 20.89 


Visit newark.com for full list on all of the products 
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Yellow Jacket® Contractor Grade Cords 
Yellow Jacket® compound is more flexible and abrasion 
resistant at any temperature than standard vinyl compounds 
or blue cold weather cords *Extra heavy, clear molded plugs 
are rugged and durable 


SKU: Length 125V Rating 

5504378 25! 15A 33.20 

5504379 50' 15A 60.33 

05H7809 100' 138A _ 

50B5178 25' 15A 47.26 

05H7807 50 15A _ 
= a = e = a 
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Ower+ 
3-Outlet Power Strip 


*Converts a single outlet from a standard grounded duplex 
receptacle into three grounded outlets Integrated child 
safety outlet slide covers ¢6' 16AWG/3 grounded cord with 
right-angle, flush-mount plug ¢cETLus certified 


SKU! 95V 2827 o.accs cece eee arse _ 


Multi Outlet Extension Cord 

eDesigned for kiosks, slot machines and arcade games 
Plugs into any 120V feed and provides three NEMA 5-15R 
outlets as well as a monitor receptacle Constructed of 18 
gauge SVT cable 


SKU: TAHAGGU i ibook dee eaten dames 12.71 


9' Heavy-Duty Multi-Outlet 
Extension Cord 


¢Triple-tap 9' extension cord 
¢Professional-grade 14 AWG 
3-conductor power cord eUL and 
CUL listed ¢15A rated for use with 
up to 1,875 watts max ¢Mfr. #39019 


SKU: 45Y0221......... o 
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3~12V 2A Universal AC/DC Plug-In Power 
Adapter 

elnput: 100~240V 50/60Hz eOutput: 3V, 4.5V, BV, 7.5V, 9V, 
12VDC eAmps: 2000mA Tip sizes (IDxOD): 0.7x2.5mm, 
1.35x3.5mm, 1.7x4.0mm, 1.3x5.0mm, 2.1x5.5mm, 
2.5x5.5mm ®48" cord length eBuilt-in over current and short 
circuit protection 


SKU: 25AC5056...................0000. oo 
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5VDC Regulated AC Power Adapter 


eAC to DC switching power supply suitable for a variety 

of portable electronic devices eLight-weight, compact and 
efficient switch mode design *Highly regulated output within + 
0.25V of rated output, even with no load eUL and CSA listed 
elnput: 100V~240V 50~60Hz Output: SVDC ePower input: 
C7 2-pin female AC socket (C8 to 1-15P non-polarized AC 
power cord included) Power cord: 4' with 5.5mm x 2.1mm 
center positive coaxial DC power plug 


SKU: Description 

62X7070 5VDC, 3A adapter 7.69 

62X7071 5VDC, 5A adapter 11.44 

“ir 
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Flat Panel Extension Cords with Rotating 


Plug 
¢Convert standard AC power cord to a slim right-angled plug 
Rotating plug provides angular flexibility 


SKU: Color Length 

74R4963 White 6" 3.37 
74R4964 White 12" 10.60 
26Y8640 Black 6" 8.07 
26Y8641 Black 12" 7.64 


AC/DC Switch Mode Regulated Power 
Adapters 


eHighly regulated output switching power design eAssures 
aconstant, accurate DC power delivery Input voltage: 
100~240VAC, 50~60Hz ®UL and CSA listed *DC plug: 5.5 x 
2.1mm eCord length: 4' 


Fig. SKU: Output(V) Amps 

A 62X7076 6VDC 1A 4.57 

B  62X7077 9VDC 1A 5.09 
25AC5050 

mime cUucc 

12V Regulated AC 

Power Adapters 


elnput voltage: 100~240VAC 
eExtremely high efficiency (up to 90%) 
¢Close output regulation ensures 
precise 12VDC output *No-load 
voltage regulation within 3% of rated 
output 


SKU: Amp 

25AC5050 500mA 3.49 
25AC5051 1A 5.09 
25AC5052 2A 6.11 
25AC5053 3A 8.72 
25AC5054 5A 15.36 


MCM 
5VDC 2A Regulated AC 


Power Adapter 

°AC to DC switching power supply 
suitable for a variety of portable 
electronic devices eLight-weight, 
compact and efficient switch mode 
design *Highly regulated output within 
+ 0.25V of rated output, even with no load 

eUL and CSA listed eInput: 100V~240V 50~60Hz eOutput: 
5VDC/2A #Power cord: 4' Power plug: 3.5 x 1.35mm 


SKU: Q5Y2809 «2 oasis cee nce ene ctor nee ec nce oo 


DC/DC Switching Power Adapter 


Compact size switching power DC/DC car converter 
eldeal for all electrical items drawing up to 1.5 AMP from 
your car @Fully regulated to assure that a constant, accurate 
DC power is delivered ¢Voltage selectable via switch: 3, 
4.5, 6, 7.5, 9, or 12V eFused plug fits all different cars with 
accessory outlet LED power indicator ¢Six most commonly 
used tips 


SKU: 85W0698........ 0. ee. oo 


#4 PRUDENT WAY. 


9OW 4.5A Universal AC Adapter 
for Netbooks, Laptops, LCDs 


°Features seven selectable DC voltage outputs (12-24) 

and 12 precision fit tips which are fully compatible with over 
95% of the most popular netbooks, laptops, and LCD's that 
require up to 9OW of clean, smooth power eExtra 5V 2A 
USB port to charge cell phones, MP3, etc. Over 87% power 
efficiency for stable, reliable operation Fanless no-noise 
design for ultra-quiet performance 


SKU! 5208892. 2:-.. ea cece discs dene sais Fe os 37.86 


Portable Multi-Function 12800mAh Jump 
Starter 


¢Powerful enough to jump start your car more than 15 times 
before recharging °12V, 16V and 19V output eDual USB 5V 
output ports for charging tablets or smart phones ®USB to 
multi-plug breakout cable included (Apple Lightning, 30-pin 
iPod, Micro-USB, Mini USB 5-pin) *Built-in emergency 
3-mode LED flashlight (constant, strobe and SOS) plus 2 
color emergency LEDs flashing eAutomotive DC charger 
and AC wall chargers included eOver-current, short-circuit, 
overload, overvoltage, and over-charge protection *Charge 
time: 4hrs (recharge cycles: 2,000) eLithium-ion polymer 
Class A battery (operating temp:0°C-+60°C) *Dimensions: 
6.5" x 3.0" x 1.375" elncludes zippered nylon carry 
¢Charging input:15V 1A (power adapter included), USB 
output:2 x 5V @2A combined. 


A fo “ee 


Portable Multi-Function 18000mAh Jump 
Starter 


ePowerful enough to jump start your car more than 20 times 
before recharging °12V/10A and 19V/3.5A outputs *Dual 
USB 5V output ports (1x5V/1A, 1x5V/2A) for charging 
tablets or smart phones ®USB to multi-plug breakout cable 
included (Apple Lightning, 30-pin iPod, Micro-USB, Mini USB 
5-pin) ¢Built-in emergency 3-mode LED flashlight (constant, 
strobe and SOS) plus emergency flashing color LED light 
eAutomotive DC charger and AC wall chargers included 
eOver-current, short-circuit, overload, overvoltage, and 
over-charge protection ¢Charge time: 6hrs (recharge cycles: 
2,000) eLithium-ion polymer Class A battery (operating 
temp:0°C-+60°C) Dimensions: 9.25" x 3.5" x 1.0" 
eIncludes zippered nylon carry. 


SKU! 7BY 7998 i... secine die pe dct Siete Fad ors oo 
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5V 1A USB AC Charger | 
Compact USB wall charger oe 

folds away for convenient ae 
storage, and portability eSVDC ® 
1A output elnput voltage: Fe 4 


100~240VAC Compatible . 
with virtually all Smartphones and ne, 
iPhones 


SKU: 58Y1864 «oc via aes ewes oo 


rt CUCM 
Dual USB Car 
Charger 


= 
Sy. 
¢Powerful, stylish te | 
Dual USB car charger Ue, | 
¢Charge a tablet aos), | 
and smartphone, 
simultaneously ¢Max 
output: 5VDC 3.4A (2.4A x 
1; 1.0A x 1) elnput voltage: 12V~24V Built-in over-current, 
over-charging and over-heating safety protection 


SKU SSN IB 70s. sc csie cad He sche te eae ae 6.15 


Dual USB AC Wall Charger 


¢Charge a tablet and a 
smartphone, or two 
smartphones, 
simultaneously 
Compact USB wall 
charger folds away for 
convenient storage, 
and portability ¢5VDC 
3.4A output (2.4A x 

1; 1.0A x 1) elnput 
voltage: 100~240VAC 
Compatible with virtually 
all smartphones and 
iPhones/iPods 


SKU! SOV TB8GG oes oe cc ce cust eee ere and ante « 4.89 


Pre cuUCC 
4-port USB AC Wall 
Charger 


°Charge a tablet and 3 
smartphones, or up 

to four smartphones, 
simultaneously 
Compact USB wall 
charger folds away for 
convenient storage, 

and portability ¢5VDC 
4.8A output (2.4A x 

1; 1.0A x 3) Input 
voltage: 100~240VAC 
Compatible with virtually 
all smartphones and iPhones/ 
iPods 


1 CS | (0 Sa ee ae 5.28 


Stellar®) abs® 


Ower+ 
4 Port USB Wall 


Charger 

Compact, portable 4-port 
USB charger for 5V devices 
(smartphones; tablets; digital 
cameras) ¢3.0A shared across 
4 USB ports ¢3 USB (black) 
ports provide up to 1A per 
port eOne "fast charge" 2.1A 
USB outlet (red) for tablet or 
smart phone *Output Power: 12W 
Built-in auto-shutdown and overload 
safety circuit. 


SKU! A7VG429 ge isco kaha he tbe ie oo 


USB 5V, 2A AC Charger —= 
eAC adapter with single female 

USB socket ¢5VDC 2A output 

(safe for any smartphone or tablet; 
device will draw only what it needs to 
charge) elnput voltage: 100~240VAC 
*Compatible with most GPS, 
smartphone and tablet brands, including 
iPhone and iPad 


SKU: STAC2995 ©. oa ects ce cee eee a 


Portable USB 4000mAh Power Bank Charger 


Universal 5VDC USB battery power charger Approximately 
2x charge for your iPhone 6, or Samsung Galaxy® 6 one time 
*Capacity: 4000mAh °Full recharge time: Shrs eLED charge 
level indicator ¢Input voltage: 1A eOutput voltage: 5VDC 
1000mA Built-in emergency LED flashlight *Built-in over-load 
protection Dimensions: 9mm(L) x 4.5mm(W) x 2mm(H) 
¢Charging adapter not included (see: #28-19330) 


SKU: S6V1256 2c ccccc cee ecccwee eens ens 6.64 


Portable Dual USB 6000mAh Power Bank 


Charger 


eUniversal 5VDC Dual USB battery power charger 
eApproximately 3x charge for your iPhone 6, or Samsung 
Galaxy® 6 twice Capacity: 6(000mAh *Full recharge 
time: 6hrs *LED charge level indicator eInput voltage: 2A 
°Output voltage: 1 x 5V1A; 1x 5V2A eBuilt-in emergency 
LED flashlight ¢Built-in over-load protection eDimensions: 
10.5mm(L) x 8mm(W) x 2.5mm(H) eCharging adapter not 
included (see: #28-19335) 


SKU: S6Y1297 «2 o-oo cece cee cece caane 18.48 


Portable Dual USB 10000mAh Power Bank 
Charger 


eApproximately 6x charge for your iPhone 6, or Samsung 
Galaxy® 6 four times *Capacity: 10000mAh eFull recharge 
time: 7~8hrs eLED charge level indicator eInput voltage: 2A 
eOutput voltage: 1 x 5V1A; 1x 5V2A eBuilt-in emergency 
LED flashlight ¢Built-in over-current protection eDimensions: 
12mm(L) x 7.5mm(W) x 2.3mm(H) eCharging adapter not 
included 


SKU: S6Y1258 22. eae ce ce ce ene cease 21.11 


Visit newark.com for full list on all of the products 
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nipponamerica® 


Intelligent Battery Charger 
Input Voltage: 110V AC, 60Hz or 230V AC, 50Hz eOutput 
voltage: 12V & 24V (auto — select) *Efficiency: >75% 
Battery types: 12V & 24V lead-acid batteries (WET, MF, 
AGM and GEL) eHousing protection: IP65 (Dust and splash 
proof) 


SKU: 31AC4242 .. 0... eee oo 
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Universal Travel Adapter 


The universal adapter is a compact one piece unit with 4 
international adapters, a child protection safety shutter, power 
indicator, light and surge protector eThis item will fit the plugs 
in Europe/UK/USA/ China/Japan/Australia/Spain and almost 
every country in the world 


SKU: USB 

31AC3782 Dual 9.99 
31AC3781 No _ 
Me. _> — 


AC/DC Adapter with Lighter 
Jack 


Compact style eWallmount ¢110V AC 
input ¢12V 1A DC output 


SKU: 31AC3215 ............... _ 


INNOVATIONS L 
Solar-Powered Metal Deck Light 4-Packs 


eThese sleek solar metal deck lights light up your steps, 
railing, deck edges, sidewalks, or entryways! *These lights 
are powered by integrated solar panels, and come with 1 
rechargeable NiMH AAA Battery (included) *Two screws and 
they are installed ¢1 box contains 4 Solar Metal Deck Lights 
eUnit dimensions: 5.56" x 3.81" x 0.94" 


SKU: Mfr. # Color 


31AC4730 —47334-BZ Bronze — 
31AC4731 = 47334-SS Stainless steel _ 
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2000mA (2A) Switching Power Adapter 
Universal 6 plug adapter *Perfect to power up portable 
DC powered or ®Battery operated electronic devices *Auto 
voltage: 90~240VAC Output DC: 3, 5, 6, 7.5, 9, 12VDC 
Output current: 2000mA (2A) 


SKU: STACS21G .. . ose eiesese dices sieane alte oie 12.99 


31AC3199 
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Automatic Universal AC/DC Power Supply 
eThis charger provides up to 120W of power, and included 
8 power tips that are compatible with most popular 

laptops and portable devices eOutput DC: Auto Switching 
15V/16V/18V/18.5V/19V/19.5V/20V eUSB Output: 5V 
1500mA (1.5A) elnput: AC 100-240V, 1.8A, 50/60Hz (Max) 


SKU: Wattage Tips 

31AC3199 120 8 = 

31AC3200 90 10 _ 
Ce 


MAXSA 
INNOVATIONS 
Motion-Sensing Dual Head Solar LED 


Spotlight 

Dual adjustable light heads are made from durable aluminum 
Total of 12 powerful LEDs efficiently produce over 685 
lumens of super-bright light eLight automatically turns on 
when motion is detected at night (when fully charged the 
light can activate up to 150 times at up to 1min/interval) 
eSensor can detect motion within a 120° horizontal angle and 
a distance of up to 25ft eLight color: 6500-7000k (daylight) 
Lux level adjustment dial prevents the light from operating 
during daylight hours eAdjustable 180° swivel head and 
sensor @IP44 weatherproof rating ©ON/OFF switch control 
elncludes 3.6V Ni-MH rechargeable Battery pack, solar 
charging panel, and 15-foot cable eDark bronze eMfr. #44416 


SKU: 31AC4713.....................0000. _ 


Wide Beam C.0.B Pen Light 


¢Use for working on electronics, emergency roadside 
repairs, camping or as a multi-purpose work light *Compact 
design provides spotlight quality light, yet fits in your pocket, 
glovebox, or tool belt *Anodized aircraft grade aluminum 
housing is water and impact resistant *Magnetic bottom 
allows attachment to any ferrous surface *Three modes: 400 
Lumens (High), 160 Lumens (Low), or blinking red eUses 
three “AA” batteries (included) 


SKU: STAC4689 | 2 2c ei ce eee os 9.99 


2000 Lumen Worklight 


°Use for emergency roadside repairs, camping, hunting or as 
a multipurpose work light eAnodized aircraft grade aluminum 
housing is water and impact resistant *Wave bezel can be 
used for self-defense or window break rescue without being 
harmed eDual mode with focusing beam: 2000 Lumen (High), 
or 1000 Lumen (Low) *Uses nine “AA” batteries (included) 


SKU: 31AC4688 .........0.....0.0...0.00.. << 


Multi-Function LED Headlamp 


©300 lumen multi-function headlamp eIncludes new 
technology 'COB' chip on board that provides high lumen 
output, less heat & a longer life *Professional grade lifetime 
LED Separate power/cycle buttons to activate LED & chip 
on board light multi-function modes 


SKU: SIAGTOBS 2620 cue ceeueee wean ane 14.99 


FirePoint 1000lm DuoFocus 


Produces over 1000 lumens! Comparable to a 100 Watt 
lightbulb eAdjustable DuoFocus beam goes from spot to flood 
eSuper Bright Cree LED never needs replacing eAnodized 
tactical aluminum housing eWater and impact resistant ©1068 
lumens on high, 209 lumens on low, 13hr runtime, 346m 
beam e9AA Batteries included 


SKU: 31AC4410 .. 2.2.6... eee 24.99 
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Solar Motion Light 


Outdoor rated *Great 
for a deck, patio, 
or around the : 
pool! ¢Solar : 
panel: 0.55W, 
17% efficiency eLi-ion 

battery: 3.7V 900mAh eLED: 


16pcs, SMD 3528 eLumens: 100Im 


eLed span life: 50,000Hrs *Solar charging time: 8Hrs 
SKU: 31AC8831 «02.2 sce eciee ede eea es oo 
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Clear Vintage Style Dimmable LED Filament 
Bulbs 


*Converts your existing fluorescent fixture to LED technology 
Direct replacement for fluorescent 2' T8 and T12 lamps 

No replacing or rewiring of lamp holders required eOperates 
in fluorescent fixtures with ballast ¢Rotating endcap for 
adjusting light direction *Contains no glass or mercury *Uses 
up to 41% less energy *Non-dimmable *Color: Soft white 


Fig. SKU: Mfr. # Style Equivalent 

A 84Y7250 BPSTI9/LED ST19 60W . — 
B 84Y7237__-BPATI9/LED A19 60W_ -- 
C  84Y72445 BPCFT/LED £27 40w 


Includes 6" Hanging Wire Harness 
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It's the bright thing to do 


LED Utility Shop Light Fixture 


Fully assembled LED utility light come in 2 sizes, requires 
no lamps to replace and lasts up to 50,000 hours ¢Perfect 
for hanging or flush mount installation ¢No humming like 
conventional florescent tubes, no lamps to replace, an ultra- 
light weight design and very cold weather operation Fixture 
includes 5' plug-in cord and a 6" hanging wire harness *Non- 
dimmable *Color: 5000k cool white 


SKU: Mfr.# Size Watts Lumens 
84Y8163 73989 2° 19W 1650 | 
84Y8164 73991 4 38W 3700 _ 
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22 Watt Fluorescent T-9 Circular Light Bulb 
eDiameter: 8'4" eFour pin base *Average life hours: 12,000 
hours ®UL listed 


SKU: Color 
41X7124 Cool White _— 
41X7125 Daylight _ 


VE © 


It's the bright thing to do 


Standard A19 Blacklight 
Party Bulb 


°75W, 120 volts eAverage life hours: 1,000 
hours @UL listed 


SKU: 9271666... 2-2-2. 2. oo 
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3-Pack Soft White 
LED A19 Style Bulbs 


¢Non-dimmable LEDs suitable 

for replacing incandescent Q 
bulbs *Average life of 10,000 aeee 
hours *RoHS compliant and 
100% mercury free making 

them better for the environment 
Relatively cool running 
performance *Withstand vibration 
(no filament) ¢No warm-up time or 
waiting to turn on ®No detrimental effects 

from rapid cycling on and off ¢Can be used in motion lights 
and photocells ¢Color temperature: 3000k 


é] 
a 
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SKU: Mfr. # Equivalent Watts 
84Y7233 A450/830/10KLED/3 40W 6.3 1 -— 
84Y7235 A800/830/10KLED/3 60W 98 - 
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2-Pack Clear LED 
Filament Bulbs 


Get the look of a traditional 
incandescent light bulb, but with 

the life and energy-savings of 

an LED eThese omni-directional, 
non-dimmable LEDs are direct 
replacements for incandescent 
bulbs. eAverage life of 20,000 hours 
@RoHsS compliant and 100% mercury 
free making them better for the environment — 

eUV or infrared emissions ®Relatively cool 

running performance *No warm-up time or waiting to turn on 
*No detrimental effects from rapid cycling on and off *Can 
be used in motion lights and photocells *A19 style ¢3.6W, 
40W equivalent ¢2700K color temperature eMfr. #A1940/ 
CL/LED/2 


SKU B4V7228 . cd tned ena eeae es — 
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It's the bright thing to do » 


23W Compact Fluorescent 
Mini Twist Light Bulbs 


eUses 75% less energy and lasts up to 

13 times longer than incandescent bulbs 
eEquivalent to a 100W incandescent bulb 
eAverage life hours: 10,000 hours eInitial 
lumens: 1600 Energy star rated, UL listed 


Color 
SKU: Color Temperature 
9271132 Soft White 2700K _ 
9271133 Bright White 4100K 4.19 


VEE © 
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A21 Standard 3-Way 
Light Bulb 


Soft white color ¢120V, medium screw 
base (E26) eAverage life hours: 2,000 hours 
°50/100/150W 


SKU: 9271620............. = 


65 Watt BR30 Reflector 
Flood Light Bulb 


¢Constructed with TuffKote, shatter 
resistant rubber coated bulb Color: Light | 
frost, 120 volts Medium screw base (E26) 
eAverage life hours: 2,000 hours 


SKU! O2TIG4E 52. icc aise sd ais oo 
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13W Compact Fluorescent 
Mini Twist Light Bulb 


eBright white *Uses 75% less energy 
and lasts up to 13 times longer than 
incandescent bulbs eEquivalent to a GOW 
incandescent bulb *Average life hours: 
10,000 hours ®lnitial lumens: 900 *Color 
temperature: 4100K eEnergy star rated, 
UL listed 


(UE 7-4 2 _ 
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2-Pack LED _ 
Night Light with 


Candelabra Base 


e40W replacement eSoft white 
eAccent LED replaces a C7 
incandescent eUses less energy 
than incandescent which saves 
money on energy costs *Average a 
life of 50,000 hours eldeal for night ww 
light, decorative, or accent applications — 
eMfr. #BPC7/LED Sold in 2-pack ww 


SKU: 84Y7245 ... 2... ee eee —_ 


10-LED Motion 
Sensing Light Bar 


Perfect lighting solution 
for all those dark places 
(closets, cabinets, stairs, 
trailers, boats, etc.)! 
eDesigned for simplicity, 
ease of use and even 
portability! eMotion 
sensor range: approx. 9' 
eMotion sensor Angle: 
120° eLED light delay: approximately 15 seconds after 
moving out of range @LED color: pure white *Power: 4-AAA 
batteries 


SKU: Qty. 
96Y5258 One —_ 
31AC4952 Two 19.99 
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LED Wall Light 


°60W replacement outdoor wall light in 
oval or square housing design Perfect 
solution for energy efficient outdoor 
security lighting, parking garages, 
building entrances, and outdoor 
walkways elnstant on to full brightness 
eAutomatic dusk-to-dawn operation 
eUses up to 80% less energy *Color 
temperature: day light ¢Mfr. #74001 


SHU GAYG166 i aise coca dielan wens Qa eams 50.84 


Visit newark.com for full list on all of the products 
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mre CUCC 
Dimmable LED Vintage 
Filament Candelabra Bulbs 
eEdison-style dimmable LED light bulbs 
eHighly efficient linear LED filaments energize 5 Gai 
4 instantly ¢Replicates incandescent light | COB LED Light Switch 
CI} output and beam pattern eSaves energy #150 Lumens ®Used for closets, bedrooms, attics, etc. 
costs and environmental waste *360° beam Stick on any flat surface with the included double sided hook 
angle, 2700k warm white color and E12 screw { and loop tape *No wiring needed #Attached are two magnets 
base ®25,000 hour life = allowing for a quick hold to any metal surface ¢Single gang 
3 3 Incandescent ‘ SKU: 25AC5061 .. ocsccs doce ne edwire ees oo 
— SKU: Watts Equivalent Lumens 
Pri CuUcCC 47Y6421_——2W 20W 200. 
Dimmable LED Vintage Filament Candelabra 47y6422 AW 40W 400 _ 


Bulbs 


*Edison-style dimmable LED light bulbs eHighly efficient linear 
LED filaments energize instantly *Replicates incandescent 
light output and beam pattern *Saves energy costs and 
environmental waste ®360° beam angle, 2700k warm white 
color #25,000 hour life 
Screw Incandescent 
SKU: Base Tip Watts Equivalent Lumens 
56Y1252 E12 Flame 2W 20W 200. -- 
56Y1253 E12 Flame 4W 40W 400 -- 
47Y6421 E12 Straight 2W 20W 200. -- 
47Y6422 E12 Straight 4W 40W 400 
56Y1254 E26 Straight 2W 20W 200 — 


56Y1255 E26 Straight 4W 40w 400 -- RGB LED Strip Kit . . 

*Energy-efficient, easy-to-install RGB LED lighting kit #IP68 COB LED Light Switch 
rated waterproof design with strong 3M adhesive tape #300 Lumens ®Used for closets, bedrooms, attics, etc. 
backing *Pre-terminated for easy end-to-end connections/ Stick on any flat surface with the included double sided hook 
expansion *Package contains two of the 1ft multi-color (RGB) and loop tape *No wiring needed *Attached are two magnets 
LED strips, an A/C power adapter , a 24-key multi-color allowing for a quick hold to any metal surface eDual gang 
series infrared remote and controller eAdditional accessories SKU: 25AC5062 
for adding more RGB LED strips are also available Pew erage an ny Sgn gee ge temas eggs Sane 

SKU: Description 

53Y2073 2x1' RGB LED strip kit 24.99 

53Y2082 8x1' RGB LED strip kit 52.99 


53Y2074 2x1' RGB LED expansion strips 15.99 


es 
“Mee. So SE cag 53Y2080 5' RGB LED expansion strip _ 
532075 10' RGB LED expansion strip = vay 

ORM! LIGHTING SYSTEMS : . 53Y2076 1' RGB extension coupler cable —- 
16 Multl-Colar Strip Lighting el : 53Y2078 5’ RGBextension coupler cable —- 
Kit contains: Two 8' Multi-Color trips, 4' Extension 0 a 
Cable, AC Adapter, Controller, Infrared Remote, and a 5372079 20" RGB y-cable coupler = \ 
Manual ¢Peak illumination — Maximum 4.5 watts per foot 53Y2077 20-pack RGB 4-pin couplers 5.99 rere cCUCC % 
¢Non-peak illumination — Minimum 0.4 watt per foot eEasy to A A gi 
use and install #12 Preset Lighting Effects ¢16 Preset Colors LED Filament Light Bulbs a a 

. eEdison-style energy-saving LED “4 
SKU: 31AC4951 0.2... eee 69.99 light bulbs Highly efficient linear LED Pree Os 


filaments energize instantly eReplicates 1 


incandescent light output and beam =] 
pattern *360° beam angle, 2700k warm Zz 
white color and E12 screw base °25,000 4 


hour life 
Incandescent 
SKU: Watts Dimmable Equivalent Lumens 
47Y6423 SW Yes SOW 500 -- 
47Y6424 4W No 40W 400 -- 
47Y6425 7W No 70W 800 --- 
16' LED Strip Kit with Power Supply | 
#Pre-packaged kits contain everything you need to plug in PLECHRONIE ING 
and illuminate your project *300 LEDs per reel ¢Backed with i 
3M adhesive tape — peel’n stick eDimmable *Power rating: LED 12V Power Supply 
iNDE *For interiors ¢2-Year warranty #Long life - 50,000 Switch mode power supplies for flexible LED strips *Output: ——evectronics, inc 
jours minimum 12VDC eCurrent: see table for options *Tip: 5.5mm x 2.1mm . A 
SKU: Mfr. # Color Intensity Polarity: positive ¢Cord length: 5' LED Dimmer Kit 
: Fig. SKU: Mtr. # Amp *LED manual knob-operated 
18X3556 —69-36W-KIT White 4im _ g dimmer ¢12V//8A power supply 
18X3558 69-36WW-KIT Warm- 4Im saat A 18X3543 69-D24 2A — Mfr. #69-DIM2 


white B 18X3544 69-D36 3A _ SKU: 18X3542 ...... ae 
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Detached Floor Stand 


20W LED Portable 
Work Light with Tripod 


High-power, energy-efficient, low- 
heat LED flood lights *Built with COB 
(Chips on Board) LEDs to extend 
LED life, reduce glare and improve 
the lighting area coverage eIntegrated 
detachable floor stand ¢Output 
lumens:2800LM eColor temp: 
6500K (cool white) *Outdoor rating: 
IP65 ¢Cord length: 8' 


SKU: 93X7802..... eo 


MCM 


20W LED Portable 
Work Light with Tripod 


High-power, energy-efficient, low- heat 
LED flood lights Built with COB (Chips 
on Board) LEDs to extend LED life, 
reduce glare and improve the lighting 
area coverage *Output lumens:1400LM 
*Color temp: 6500K (cool white) 
*Outdoor rating: IP65 


SKU: 93X7801......... 42. 


_ 93X7800 


93X7799 


wl) 
20W LED Flood Lights 


eLong lasting, energy-efficient LED flood light ¢Built with 
COB (Chips on Board) LEDs to extend LED life, reduce 


glare and improve the lighting area coverage *Output 
lumens:1400LM eColor temp: 6500K (cool white) *Housing: 


aluminum 
SKU: Description Outdoor Rating 
93X7799 20W Flood light IP65 15.17 
93X7800 20W Flood light IP44 _ 


with sensor 


20W LED Flood Light @® 


Energy efficient work light with wide base and cushioned 
handle ¢8' cord ¢COB type LED *Rated IP65 ©1500 Lumens 


SKU! 9319040) 5 cctv tices bee de oo 
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1000Im LED Work Light 


Ultra high output of more than 1000 lumens eLED 
technology means unit stays cool enough to touch «Wide 
angles LEDs distribute large flood beam of light ¢16" 18AWG 
power cable *Foam covered S-handle *On/off switch 
*Specs: 1030 lumens, 65m beam distance, 1050cd max bean 
intensity Mfr. #W2401 


SKU: 31AC4407 ....................2..... 27.99 
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Rechargeable 4501m Under-Hood LED Work 
Light 

Unique design spans up to a 78" wide hood, yet takes up 
less than 18" of space in your tool box ePadded hook prevent 
scratching or denting *Retractable steel wires with end hooks 
to fit almost any size hood *Magnets and hooks on back for 
added versatility *Powered by Li-lon battery, or direct plug in 
via USB cable (both included) eCounterbalanced to always 
shine light downward where you need it *Wide angle LEDs 
provide up to 450 lumens of flood light eHigh and low beam 
settings eMfr. #W2404 


SKU: 31AC4408 ...................0000. 35.99 


MICM 


Zoomable CREE Q3 LED Flashlight 


eAmazingly bright CREE Q3 LED *Zoom quickly from a spot 
to broad beam Selectable high/low/strobe beam settings 
High-quality aluminum with tough matte black anodized finish 
eRequires three “AAA" batteries (not included) 


SKU! 2716968: .. 522i cic Ai te eee ae eee 4.30 


Compact Zoomable CREE Q3 LED Flashlight 
eAmazing bright and long lasting CREE Q3 LED *Zoom 
quickly from close spot to broad beam @Selectable high/ 
low/strobe beam settings *High grade aluminum with deep 
knurling for positive grip *Requires two “AA” batteries (not 
included) 


ORE 27TO9G 9: ies eaten ena 5.23 


Super Bright COB LED Work Light 


Durable, long-lasting COB (Chips on-board) 
LED work light features single button operation 
and 2 lighting modes; high beam (250 lumen), 
and low beam (100 lumen) *Strong magnet on 
back ¢360° swivel hook for versatile mounting 
°3 “AA" batteries (not included). 


SKU: 84Y7942 ...........0.., _ 


ea) 


Flexible 200Im Work Light 


eExtremely rugged and versatile LED work 
light perfectly suited for the home or shop 
eFeatures a magnetic swivel base and 
3-lighting modes; high/low work light beam, 
and single directional beam e3W COB LED 
work light beam output: 200Im high/90!m 
low, 50Im single beam ¢3 “AA” batteries 
(not included). 


SKU: 84Y7943........... 5.99 


COB LED Headlamp 


eLight-weight, water-resistant COB LED head lamp features 
super bright 100 lumens output eAdjustable beam angle 
eHeavy-duty ABS housing eOne-button operation °3-lighting 
modes; high, low and strobe ¢2W COB LED light eAdjustable 
elastic headband ¢3 “AAA" batteries (not included). 


SKU: SAV 1944. oc. cece Sede Gece ee te ease 3.82 


2-in-1 COB Multifunctional LED Flashlight 
eGreat addition to your tool box or work bench! This 

2-in1 flashlight/work-light features a 200 lumen COB LED 
flashlight plus a sliding barrel that opens up to reveal a work 
light ¢Magnetic bottom for attachment to ferrous surfaces 
eAnodized aircraft grade aluminum housing is water and 
impact resistant eLight output: Main 200 Lumens, body 150 
Lumens 


SKU: STACSGT oie ec. ese dines Gin ape Ges eoe Semen Pe 


Visit newark.com for full list on all of the products 


NEBO 


Pro 380 Light 

The fully rechargeable PRO380 LIGHT offers a smart 
select dial, 4x adjustable beam and also acts as a power 
bank for your USB powered device ¢Tactical self-defense 
edge Water and impact-resistant plastic design Powerful 
magnetic base 


SKU: 31AC5351............ 0.0.00. = 


NEBO 


Dual-Color Headlamp 


¢The Quarrow Dual color Headlamp has a 390nm power UV 
LED and high power LED that outputs 60 lumens of intense 
light and strobe light eAn adjustable head strap and 60° tiliting 
head allows this head lamp to direct hands-free light wherever 
you need it eWater and impact resistant *Powered by 3 
“AAA” batteries (included) 


SKU: 31AC4827 .... 2.0.2.0... eee ee eee — 


NEBO 


Rechargeable COB Cap-Light 

eThe Quarrow Rechargeable COB LED Cap Light has 4 
UV LEDs, ideal for night fishing #lts high-power COB LED 
outputs 100 lumens of intense white light in high, low and 
strobe eWater and impact resistant eCharging indicator 


SKU! SVACS994 oo isc eran eee des oo 


NEBO 


Quarrow® 50 Lumen Clip Light 

°50 Lumen Clip Light features a high-power LED *360° 
rotation ¢Non-corrosive aluminum body; water and impact- 
resistant 


SKU! STAC4809 ic iinet de ee ye eh ee — 
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NEBO 
Slyde+ 


eEquipped with programmable memory settings for each light 
mode *High-power 300 lumen LED Flashlight ¢4x adjustable 
zoom *C*Os8B red light function 


SKU: 31AC7684...................000. oo 


NEBO’ 
Cryket 3-in-1 LED Light 

eFeaturing a 240 lumen CeOeB work light, a bright 250 
lumen spot light and an intense red light. Its unique swivel 
design allows the light's head to rotate into a forward-facing 
light, perfect for various working conditions *90° swivel head 
eAnodized aircraft-grade aluminum *Powerful magnetic base 
ePowered by 4 AAA batteries (included) ¢Mfr. #6437 


SKU: 31AC4819 ..... 22.0.0... eee eee —_ 


NEBO’ 
Slyde King 
eThe SLYDE™ KING is equipped with programmable memory 
settings for each light mode, a new CeOs8B red light function, 
a 4x adjustable zoom and best of all...it's rechargeable! 
eHigh-power 330 lumen LED flashlight *High-power 250 
lumen CeO#B work light eAnodized aircraft-grade aluminum 
ePowerful magnetic base eMfr. #6434 


NEBO 

Flipit 2-Pack 

©215 lumen CeOeB LED that operates like a standard 
household light switch eWater and impact-resistant plastic 
design *Powerful magnets and double-sided hook and loop 
tape for mounting 


SKU: 31AC4829 ..... 20... cece ee eee — 


SKU: 31AC5352 ... 2... ee eee _ 


NEBO 

iProtec Twyst 3-in-1 Light 

eEnhanced CeOeB LED Technology allows the shaping of 
light into full 3D patterns, giving optimal, bright, uniform 

light exactly where it's needed Flashlight: 270 Lumens, 4 
hours/233 meters Work Light: 110 Lumens, 13.5 hours/15 
meters eLantern: 250 Lumens, 4 hours/15 meters 


SKU: 31AC4813...............0..0.000. _ 


NEBO 


Larry Boss 

eThe Larry™ BOSS, the essential 3-in-1 power 
work light, features a high-power flashlight, 
work light and red light High-power 120 lumen 
LED flashlight *High-power 400 lumen CeO*B 
work light *Anodized aircraft-grade aluminum 
ePowerful magnetic base ePowered by 3 AA 
batteries (included) eMfr. #6431 


SKU: 31AC4818 ...........0.. oo 


NEBO 
Big Larry 400 Lumen COB LED 
Flashlight 


eHigh-power work light and emergency red LED 
flasher all in one! ¢Water and impact-resistant 

anodized aircraft-grade aluminum housing ®Top- 
positioned ON/OFF button ePowerful magnetic 
base ePower: 3 AAA batteries (included) ¢Black 


SKU 72V2969 2 ois ede desis seein de oo 


NEBO 
Redline Blast 


eWith 1,400 lumens of high intensity light, this must-have 
flashlight can throw a spectacularly bright beam over 260 
meters *High-power 1400 lumen LED ¢4x adjustable zoo °5 
light modes (high, medium, low, defensive strobe & flashing 
beacon) 


SKU: 31AC4830 ...............0.000005 aotee 


Pre CUCC 
Ultra Alkaline Batteries 


eHeavy-duty alkaline batteries suitable for all general purpose 
applications ¢1.5V alkaline LR6 (non-rechargeable) ¢Mercury- 
free and cadmium-free 


Fig. SKU: Size Qty. 

A 55X0204 “AAA” 4 1.53 
B 55X0205 “AAA” 40 11.21 
C 55X0206 “AA” 4 _ 
D 55X0207 “AA” 40 10.50 


10-Pack 9V Ultra Alkaline Batteries 
eHeavy-duty alkaline batteries suitable for all general purpose 
applications ¢9V alkaline (non-rechargeable) *Mercury-free 
and cadmium-free 


SKU! 95X0209. so ecce ants gisciiwwinaaass 11.77 


Ultra Alkaline C and D 


Size Batteries 
eHeavy-duty alkaline batteries 
suitable for all general purpose 
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UltraLast Green Rechargeable Batteries 


¢Ready to use right out of the pack just like regular batteries 
*Holds 80% of charge after 12 months when not in use 
Replaces disposables in every application without sacrificing 
performance @Can be charged as many as 500 times, or up 
to three years 

SKU: Description 

86R8842 4pk AA, mAh 2100 — 

86R8843 4pk AAA, mAh 750 —_ 


Rechargable Nickel Metal Hydride Batteries 
Suitable for all general purpose applications ¢1.2V NiMH 
rechargable ¢Mercury-free and cadmium-free *Available in 
4-packs and 12-packs 


Fig. SKU: Size Capacity ty. 

A 96Y1003 = “AA” 2700mA 4 8.25 
B  96Y1004 “AA” 2700mA 12 23.76 
C  96Y1005 “AAA” 1000mA 4 2.23 
D 96Y1006 “AAA” 1000mA 12 10.00 


CRI620 
J 


Individual 
tear-off 
packages! 


Lithium Coin Cell 5-Packs 


@Non-rechargeable Lithium coin cells 
*Typical applications include memory backup, 
calculators, cameras and watches *Mercury- 
free and cadmium-free *Wide operating 
temperature range ePackaged in hanging 
card 5-packs, each battery is on an individual 
tear-off blister package Great for master 
pack or individual resale 


licati °1.5V alkaline LR14 i i i 
Ba LAG nérerechar ease) SKU: Size Capacity(mAh) 
eMercury-free and cadmium-free 55X0210 CR2016 75 0.31 
Available in 4-packs and 40-packs 55X0211 CR2025 150 0.31 
SKU: Size 55X0212 CR2032 235 2.69 
96Y1007 Ge 2 1.00 55X0213 CR1220 35 _ 
96Y1008 “C” 10 7.50 55X0214 CR1616 50 _ 
96Y1009 “D” 2 2.35 55X0216 CR2430 270 _ 
96Y1010 “D” 10 9.47 55X0217 CR2450 600 _ 


“AAA” or “AA” Clear 
Plastic Storage Case 


eKeep your batteries organized 
and together with this handy 
“AAA" or “AA” case @Stores up 
to four “AAA” or “AA” cells for 
safekeeping ¢Multiple cases may be 
linked together 


SKU! O8T7140 cic cccceeiececke een eee 3.12 


3809218 3901189 3900488 


3502870 


3900466 


Holders 
eCommonly 
used in radios 
and other 
portable electronics eldeal for electronic projects 


SKU: Holds Connectors 

3809218 (2) “AA” QV type 0.69 
3901189 (4) “AA” QV type 0.81 
352870 (8) “AA” 9V Clip 0.99 
07C8036 (4) “D” 9V Clip 1.99 
3900488 (i 9V Clip 0.49 
3900466 CR2032 Spring clip 
Battery Tester 


eUse with most popular rechargeable 

and standard batteries ¢Tests batteries 
under load conditions *Easy-to-read meter 
indicates battery condition at a glance 


SKU: 0303801............ 


Battery and Charging 
System Tester 


eQuickly and accurately measure 
battery charge condition *Simulate 
cranking load and evaluates the 
battery's ability to crank eColor 
coded, heavy-duty copper plated 
terminal clamps eRugged chrome 
plated steel case *Test 6V and 
12V batteries and charging 
system testers up to 16V eMfr. 
#38050 


SKU! SOTZ004, ei teceaderetsauadés 


Portable 12VDC 
Power Supply 


¢Four-hour continuous operation 
using eight “AA” batteries 
(batteries not included; use #29- 
4275) and standard 130mA; 
12VDC camera ¢3' DC pigtail 
lead with snap connector mates 
with matching polarity battery 
holder snap terminals 


SKU: SOPB07G «2-0. cals. ce cee ee ee ets os 


Visit newark.com for full list on all of the products 
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Energizer. \ itvium Batteries 


*High energy, long life power source *Good low and high temperature operations 
Recommended for calculators, cameras, memory back-up, pagers and watches 


SKU: Eveready # Duracell # Maxell # Panasonic # Ray-0-Vac # 
05H4876 ECR1216 : : CR1216 - 2.27 
05H4877 ECR1220 DL1220 CR1220 CR1220 : 1.28 
05H4879 ECR1616 - CR1616 CR1616 : 2.92 
05H4880 ECR1620 DL1620 CR1620 CR1620 CR1620 2.07 
5504375 ECR2016 DL2016 CR2016 CR2016 - 1.95 
1601600 ECR2025 DL2025 R2025 CR2025 CR2025 2.52 
2700739 ECR2032 DL2032 CR2032 CR2032 CR2032 1.23 
05H4883 ECR2430 DL2430 CR2430 - CR2430 2.66 
AAM ella '27 V1 aii: ice 

pee ' EV enCeD! 

Energizer. 

3V Lithium Coin Cell 


Batteries 

Reliable performance in devices like 
heart-rate monitors, keyless entry, 
glucose monitors, toys & games 
Holds power for 8 years in storage 


Energizer. 


ae Z SKU: Description Mfr. # 

anh Fete h ee MP3/ DVD B4v9083 _CR2016 1-pack EGRZ016 — 
players, digital cameras and smoke detectors *Up to 10 year 84Y9084 — CR2025 1-pack ECR2025 cane 
storage life eTemp. range -40°F ~ 140° F 84Y9085 CR2032 1-pack ECR2032 — 

SKU: Size ty. 84Y9086 CR2430 1-pack ECR2450 _ 

60R2383 “AAA” 4 ae 

31AC7685 ov 1 23.89 

62M9484 05H5442 Energizer. 


2-Pack A23 12V Mini 
Alkaline Electronics 
Batteries 

Reliable power for devices like 
calculators, remotes, keyless entry, 


garage door openers, and medical 
equipment eMfr. #A23BPZ-2 


SKU: 9001109 ......... od 


A i 
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Energizer 


(eee 


A2V 2 BATTS: PILES-PILAS 


Energizer. 
Rechargeable Batteries and Chargers 

SKU: Mfr. # Description 

Batteries 

05H5442 = NH15 = “AA” 2pk 2500mAh _ ; 

05H5443) = NH15 = “AA” 4pk 2500mAh _ : 

95Y3870 NHi5 “AA” 8pk 2300mAh — Energizer. 

05H5441 =NHi2 “AAA” 2pk 700mAh _ MAX® AA 24 Pack Batteries 

41M0417 NH35  “C” 2pk 2500mAh -- eEnergizer® MAX® batteries deliver dependable, powerful 
49H7508 NH50 “D” 2500mAh sme performance that keeps going and going *Zero Mercury 

Alkaline Battery: Energizer is a leader in the industry in 

Chargers powering people's lives responsibly eUp to seven years 
7300184 = CCHFC “AA”, “AAA”, 9V,“C”,“D”  --- shelf life 

62M9484 CHFC “AA”, “AAA” 9V, “C”,“D” = SKU G2TSAGT oa iece diecine dinlene dim tos Suleoe eta 50.48 


Energizer. 


EcoAdvanced® 


Alkaline Batteries 
World's first AA battery made 
with 4% recycled batteries 
eEnjoy performance for your 
most critical devices while 
creating less impact on the 
planet eMaintains high battery 
run-time and holds power up to 
12 years in storage ®No leaks 
guaranteed 


SKU: Description Mfr. # 
78Y7488 AA 4-pack XR91BP-4 
78Y7489 AA 6-pack XR91BP-6 
78Y7490 AA 8-pack XR91BP-8 
78Y7487 AA 12-pack XR91BP-12 
78Y7491 AAA 4-pack XR91BP-4 
78Y7492 AAA 6-pack XR91BP-6 
78Y7493 AAA 8-pack XR91BP-8 

B # AM ai 

NErgizer. 
4-Pack "AA" Ei NEIGIZEL 
Photo Cells 


: ; tOncest 
eHigh energy, long life power 
source *Good low and high 
temperature operations 
eLithium-ion eMfr. #L91BP-4 


SKU: 03M8675..... 


Energizer. 
2-Pack "AAA" 
Photo Cells 


eHigh energy, long life power 
source *Good low and high 
temperature operations 
eLithium-ion eMfr. #L92BP-2 


SKU: 95Y3830.... | — 


Energizer. 
Industrial 


Batteries 
Alkaline ¢For heavy 
drain and temperature 
extremes *Bulk 
packaging for greater 
savings! 


Lnergizer. 


SKU: Size Qty. 
9484994 “AR” 4 
92Y1915 “C" 12 
94B4997 “Dp” 12 
9484999 ov 12 
Energizer. 
9V Ultimate 


Lithium Batteries 

eUp to 10-year backup battery in 
AC-powered smoke detectors, 
and up to 20% longer-lasting in 


toys versus Energizer? MAX® SES RONSON. 


SKU: Mfr. # 
78Y7264 L522 
78Y7265 L522BP2 


A 


Powerline 4 Light Charging Station 

*Charge up to four AA or AAA NiMH batteries, and/or a USB 
devices at the same time eCharging time: ~3hrs (for four 
1000mAh (AA) batteries) ¢LCD status indicator, automatic 
shutdown and faulty cell detection eOver-charge protection, 
individual cell supervision, safety timer and trickle charge 


SKU EBAY 924 T 5 cinch mesos Gace dew e denredens 51.10 


Powerline 8 Charging Station 

*Charging option for 1-8 AAA/AA NiCd/NiMH batteries 
°USB charging socket: 5V/1000mA eCharging/discharging 
current: 500mA/200mA for round cells eDischarging and 
charging repeatedly refreshes battery capacity *State of the 
art microprocessor-controlled charging technology 


SKU: 84Y9240 ..........-00-200- eee eee 68.50 
A ANN 

Max E Pro AA ‘Pp 

High Recycle Low |" 


Discharge Slimline 


Batteries 
¢High-energy/low 
discharge slimline batteries 
Very long idle-time/shelf 
life retaining 85% of their 
charge 3 years later! ePerfect 
for flashlights, remotes, LED lights 

eldeal for pro-AV wireless mics, 

effects pedals and pre-amps ®Battery capacity: 2000mAh 
max, 1900mAh min eVoltage: 1.2V Fast rechargeable: yes 
(no memory effect) ¢Cycles: 2000+ ePackage: 4-pack 


SKU! G7Y 8874... oe ce cc cpe ede ee he oes 2 2809 


A ANN’ 


High Current AA NiMH Rechargeable 
Batteries 


eldeal for professional, high energy, long run-time and high 
recycles demand Applications include wireless mics, digital 
cameras, flash equipment, and medical equipment eBattery 
capacity: 2850mAh max, 2650 min eVoltage: 1.2V °Fast 
rechargeable *Cycles: 1000+ recharges 
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A ANN’ 


Alkaline Battery 


Box 35-Pack 
eANSMANN high quality 
batteries in a robust plastic 
box with 14 x AAA, 12 x 
AA, 4xC,4xD, 1x 9V 
eThese are the ideal energy 
source for everyday devices 
with average consumption 
having a long shelf life and 
excellent energy output 


SKU: 31AC5329 . oo. ee ee es oo 
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A ANN’ 


Alkaline Battery Box 55-Pack 

eANSMANN high quality batteries in a robust plastic box 
with 24 x AAA, 20 x AA, 5x C, 4x D, 2 x 9V eThese are 
the ideal energy source for everyday devices with average 
consumption having a long shelf life and excellent energy 
output 


SKU: 31AC5330............0....0 0000 ee oo 


A ANN 


X-Power Alkaline Batteries 
eHigh quality alkaline cell for a long operating period ¢For 
everyday use in devices with low energy consumption 


SKU: Size Qty. 

31AC5345 AA 4 = 
31AC5344 AAA 4 = 
31AC5341 C 2 = 
31AC5342 D 2 4.94 
31AC5343 OV | 3.22 


40-Pack X-Power Alkaline Batteries 


High quality alkaline cell for a long operating period ¢For 
everyday use in devices with low energy consumption 


SKU: Description SKU: Size Qty. 
68Y0091 Standard size oo 31AC5346 AA 40 oo 
68Y0092 Dimension-sensitive 32.62 31AC5331 AAA 40 -_ 


Lithium Battery CR123A 


eHigh quality lithium cell for a long operating period eldeally 
suitable for calculators, watches, digital cameras, etc. 


SKU: 31AC5348 ... 2.2... eee eee : 


ANGMANN 10- Pack Premium X-Power 
9V Alkaline Batteries 
eANSMANN brand quality for everyday use ®For everyday 


use in devices with low energy consumption 


SKU: 31AC5347 .. 2.2... eee eee 


ALKALINE 


Wise A23in: 
A ANN’ ; 
‘A23|LR23|MN21|L1028 


Alkaline Battery A23 


eHigh quality alkaline cell for a long operating period eldeally 
suitable for calculators, watches, digital cameras, etc. 


SKU: 31AC5339 .... 2.2.2... eee eee eee 


<CR. 2 os 


| | — 
Lithium Battery CR2 


High quality lithium cell for a long operating period eldeally 
suitable for calculators, watches, digital cameras, etc. 


SKU: 31AC5349.... 2... eee eee 4.62 


” ALKALINE 


LR44| AG13| LRII54 
Alkaline Battery A76/LR44 


eHigh quality alkaline cell for a long operating period eldeally 
suitable for calculators, watches, digital cameras, etc. 


SKU: 31AC5348 .. 2... eee oo 


Visit newark.com for full list on all of the products 
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Weller’ ‘@« 
WTCPT Soldering Station (ESD) 


eA transformer powered soldering station complete with 

a lightweight, heat insulated, low wattage soldering pencil 
Maximum tip temperature is controlled by Weller's special 
“closed loop” method *Grounded tip ¢lron features a 
stainless steel plug-in heating element and a nonburning 
silicone rubber cord *PTA7 Ae" tip included 


SKU: Mfr. # Description 

05H8056 WTCPT Soldering station == 
Replacement parts for WICPT 

05H6401 PH1201ESD Iron stand assembly _ 
05H6842 10204 Spring/funnel assembly —--- 
0601258 TC201T Iron with cord _ 
05H4891 EC234 Heating element _ 
05H6828 SW60 Switch assembly = 
05H6843 1C205 Sponge = 
Replacement tips for WTCPT iron (TC201) 
05H6453 PTA7 700°F, 0.062" screwdriver --- 
05H6454 PTA8 800°F, 0.062" screwdriver --- 
05H6455 PTB7 700°F, 0.093" screwdriver --- 
05H8054 PTC7 700°F, 0.125" screwdriver --- 
05H6456 PTD7 700°F, 0.187" screwdriver --- 
05H6457 PTP7 700°F, 0.031" conical = 
05H6458 PTO8 800°F, 0.032" long conica --- 
05H8366 PTO7 700°F, 0.032" long conica --- 


Weller’ Cordless Soldering Iron 


eHeats to working temperature in 30 seconds #120 (96- 
3495) or 180(96-3500) solder joints on a set of 4xAA's 
(included) ¢Simple modular tip replacement eIncludes a 
0.8mm conical tip Includes lead-free solder and storage 
case ¢6~8W eMfr. #BP865MP 


SKU: 31AC7686..................0.0. oo 


Cordless 
Soldering Tool with Piezo Self-Ignitor 


Features: *Safe, no open flame ¢Super fast heat-up lets 
you melt solder in under a minute ¢Lasts up to one hour of 
continuous use on one refill ¢View window lets you see how 
much fuel you have left ¢Tip retainer releases in just two 
turns making tip changeout quick and easy eAdjusts from 
the equivalent of 25 to 75W for temperatures up to 850°F 
Kit contains: ¢Portasol soldering tool with PPT6, PPT12, 
PPT10, PPT9, and PPT11 tips *Sponge and tray *Storage 
case with tool holder Note: eButane fuel required 


SKU: Mfr. # Description 

03M9878 P2KC Soldering tool kit _ 

56Y0776 P2C — Soldering tool only with %2" -- 
double flat soldering tip 


Replacement Tips 

95K6646 PPT1 Single flat 4" tip _ 
95K6651 PPT2 Single flat %." tip _ 
95K6652 PPTS Double flat %" tip —- 
95K6653 PPT6 Double flat %." tip — 


Weller’ 


Magna-Lite Soldering Pencil 


Waterproof ignition eAdjustable 

temperature: 750 F~900F eOperates 

as a mini-torch when the tip is removed 

Window allows you to see fuel level 

Base allows tool to stand for hands 

free operation ¢Use for soldering, heat | 


Weller’ 


WD1002 85 Watt Soldering Station 


eThree “radio buttons" to pre-set frequently used 
temperature settings High output pencil for working with 
lead-free solder ¢85W of controlled power *ESD safe 


shrink tubing, electrical, and electronics “Temperature range; 150°h= 80°F eSupplied tip: C18 


*Refillable with WB2 filtered butane *Mfr. SKU: Mfr. # Description 
#MLDOOMP 27M2919 WD1002 Soldering station = 
SKU: 64M0886......... 26.80 Optional Accessories 


05H7116 WSP80 Replacement 80W iron 163.39 


Weller’ @ 


8200PK Universal Soldering Gun Kit 


All-purpose gun with trigger selectable high (140W) or low (100W) heat *Ready 
to solder in six seconds @Built-in light illuminates work area eContains 8200 
soldering gun, smoothing tip, cutting tip, coil of lead free solder and owner's 
manual elncludes soldering tip, sealing tip, cutting tip, flux brush, soldering aid tool, 
coil or 40/60 rosin core solder and soldering hints booklet 


SKU: Description 


05H9033 Soldering gun kit os 
3107433 Copper replacement tip, 2 piece _ 
05H9010 Iron plated replacement tip, 2 piece = 


MCM ELECTRONICS TOOLS 


Well er WESS1 Electronic (ESD\ 
Soldering Station 

eTemperature range: 350°F~850°F *Auto shut off ESD 

safe *ET series tips 


SKU: Mfr. # Description 
85H1023 WES51 Soldering station 
Replacement parts 
95K6498 PES51 


Soldering pencil w/ETA tip 
for WES51soldering station 
Soldering stand and sponge 


05H6405 PH50 


Weller’ 


Or 
WESD51 Digital Soldering Station 


Quick heat-up and rapid temperature recovery 


°Temperature range of 350°F~850°F eStation automatically 
powers down after 90 minutes of inactivity 


SKU: Mfr. # Description 

95K8019 WESD51_ Soldering station 
95K6498 = PES51 Replacement soldering 
pencil w/ETA tip 
Replacement soldering 
stand and sponge 


05H6405 =PH50 


Weller’ @ 


WLC100 Solder Station 


Variable power control (5~40W) eReplaceable heating 
element *Safety guard iron holder eMfr. #WWLC100 


SKU: Mfr. # Description 
96B0767 WLC100 Solder station 
Replacement parts for WLC100 


3405794 ST7 Conical tip 

56Y1124 sT1 Screwdriver tip 
98B1632 ST5 Single flat tip _ 
98B1634 HE40 Heater 22.20 


8800734 WCC104 Sponge — 


i M ELECTRONICS 


FIAIKCO (ESD) 


FX-888 Soldering Station 


eDesigned to provide more power and take up less bench 
space ¢Temperature range: 120°~898°F eMaintains idle 
temperature with 1.8°F eRapid heat-up and fast thermal 
recovery elIncludes soldering iron with tip, iron holder, 
cleaning sponge, cleaning wire and owners manual 


SKU: Mfr. # 

59Y5809 FX888D-23BY = 
Replacement tips 

96B8910 T18-B = 
2900219 T18-D08 = 
50B5368 T18-D12 — 
94B6205 T18-D16 _ 
3607880 T18-D24 — 
36C7877 T18- _ 
3607878 T18-BL _ 


HAKCO 


FX-951 Soldering Station 


Superior heat transfer and thermal recovery eAuto 
shutoff ¢Sleep mode Temperature range: 400° ~ 840°F 
eTemperature accuracy: +27°F 


SKU: Mfr. # Description 


74R7617 FX951-66 Soldering station om 


74R2288 FM2027-01 Replacement iron w/o tip --- 


HAKCO 


FX-901 Cordless Soldering Iron 


ePowers above 600°F for about 60 minutes using alkaline 
batteries, and about 120 minutes with Ni-MH batteries 
*Quick and simple tip and battery replacement ¢Suitable for 
field services *Requires four “AA” batteries (not included) 


SKU: Description 
640863 Cordless soldering iron —_ 
64M0915 Conical replacement tip ~ 


HAKCO 


599B Tip Cleaner 


Cleans better than conventional sponges *No water 
required Cleans tips quickly without reducing tip 
temperature *Unit also doubles as the replacement 
cartridge for 633 iron holder (#94-865) 


SKU: 87H7642..............0.0000. oo 


HAKCO 


FX-100 Induction Soldering System 


High-Frequency Induction heat soldering technology 
¢Microprocessor control that boosts tip recovery 
Extremely low EMI levels eUser Programmable Profiles for 
tip and solder selection *Compact Stackable case design 
Uses state-of-the-art T31 Series Tip Cartridges (see 
selection at mcmelectronics.com) ¢Mfr. #FX100-04 


SKU: 84Y3982................0000. _ 


HAKCO ® 


FX-601 Soldering Iron 


eLightweight, ergonomic hand piece prevents hand fatigue 
eAdjustable electronic closed loop temperature control 
¢Ceramic heating element provides consistent heat eFast 
thermal recovery *Temperature range: 464°~1004°F eMfr. 
@FX601-02 


SKU: 95Y3638.................08. oo 


ISORTIP 


“60” Cordless Soldering Iron 


Fully recharges in one hour, the fastest 
on the market eAutomatically changes to 
an energy-saving, trickle-charging rate 
when battery becomes full eSolders up 
to 125 electronic joints eContains iron, 
charging stand with plug transformer, 
battery (#21-4528), chisel tip (#21- 
4545), fine tip G21-132) and 
instructions 


SKU: 05H8752...... = 


ISORTIP 


Cordless Soldering Iron Kit 

©“ Quick Charge” ISO-TIP recharges in 3~4'4 
hours @A partially discharged battery returns 
to full capacity in an hour or two *Long 
lasting, premium quality, nickel cadmium 
battery withstands high-rate charging 
without damage ®Fully charged 
unit can make up to 125 solder 
joints per charge ¢5~10 seconds 
average soldering heat time 
Built-in worklight ¢#21-130 kit 
contains cordless soldering iron, 
recharging stand, tips #21-132 
and 21-134, and instructions 


SKU: Description 


oF 


97B9165 Soldering iron kit = 
05H4482 Thin replacement tip _ 
05H4483 Wide replacement tip _ 
1002931 Replacement battery for iron - 


HAKCO 


FR-300 Desoldering Tool 


ePerformance of an industrial desoldering station in 

a compact hand tool *Quick-change nozzle system 
eErgonomic grip *Adjustable temperature control elncludes 
storage case, 1mm nozzle, and maintenance accessories 


SKU: Mfr.# Description 


95Y3636 FR300-05/P ODesolderingTool = -- 
N50 Nozzles 


53Y1502 N50-01 0.8mm Nozzle _ 
53Y1503 N50-02 1.0mm Nozzle —_ 
53Y1505 N50-04 1.0mm Nozzle _ 
53Y1506 N50-05 1.3mm Nozzle — 
53Y1507 N50-06 1.6mm Nozzle — 


Visit newark.com for full list on all of the products 


STERNEL 


ThermaTorch™ Butane Torches 

*High quality, high performing and durable butane torches 
Child resistant with a waterproof piezo electronic ignition 
system eThermaTorch™ 270 is a high output model 
eThermaTorch™ 175 has adjustable flame and airflow 
eThermaTorch™ 151 is a compact size torch with adjustable 
flame 


Operating Fuel 


SKU: Temp. Time Capacity 


95W2057 2500°F Up to 120 60mL refillable 
minutes tank 
95W2056 2400°F 120 minutes 60mL refillable 


continuous _ tank 
60 minutes at 20mlI refillable 
mid setting tank 


95W2055 2400°F 


Fig. SKU: Mfr. # 

A 95W2057 171270 a 
B 95W2056 11175 55.92 
C 95W2055 17151 a 


STEHNEL 


ThermaSolder™ 550 Butane Soldering Iron 


¢Operates as a soldering iron, a gas torch and a flameless 
heat blower eEquivalent to 30W~125W power ®Soldering 
temperature range: 480°F~1000°F *Torch temperature: 
2400°F, Blower temperature: 1400°F eKit includes various 
tips and accessories for a range of applications 


SKU: Description 
95w2060 lron 66.90 
95W2061 Kit _ 


2< 


XY TRONIC 
80W Soldering 


Station 


eESD safe 
eTemperature range 
150 to 480°C 

(302 to 896°F) 
eTemperature 
selection by means 
of simple Up 

and Down buttons 
¢Temperature 
display in either 
°C or °F *Fast 
warm-up time *Optional password temperature setting lock 
Zero voltage switching prevents damaging voltage spikes 
eGrounded tip - leakage less than 0.4mV Replacement 
parts and tips available on the product page 


SKU: 98Y9876) 5.000800 cc dc sea aeiens 47.98 


XY TRONIC 

60W Temperature xv TRORIC 
Controlled Soldering 
Station 


Output Power: 45W 
eTemperature range: 482°F to 
842°F eTemperature controlled *Rotary temperature 
adjustment *Heat-proof silicone cable on soldering iron 
Includes: 1.6mm plated tip and cleaning sponge *Power 
indicator light Heater indicator light 


SKU: GBY98E2 «2 woe een cece wun sas 38.87 


rex SLED 
SOLDERING STATION 


2< 


XY TRONIC 

6OW Soldering 
Station with 
Fume Extractor 


eESD safe Electronic 
temperature controlled, 
continuously adjustable 
iron Highly insulated 
ceramic heater ¢Zero voltage 
switching *Fast heat up and 
instant heat recovery *Built in high efficiency, low noise, 
brushless mini fan ¢Easy to replace activated carbon filter 
effectively absorbs noxious flux and lead fumes ¢Convenient 
and space saving method of removing noxious fumes from 
the work environment *Accessories and replacement parts 
available on the product page 


SKU: 98Y9881................--.-- 172.20 


2< 


XV TRONIC 
100W Soldering 


Station 


elnput Power: 110-115 

Vac or 220-240 Vac. 
50/60Hz eWattage: 80 Watt 
(32Vac) eTemperature Range: 
200-480°C/392-842°F Temperature Stability: +(3°C/6°F) 
of idle *Heating Element: Premium Grade Ceramic *Heat-Up 
Time: 0-300°C< 30 seconds *ESD Protection 


SKU: 089883. oc. cicecca sccnwaleeaacie 102.72 


Lr-2200  @ 


MCM ELECTRONICS TOOL 


sguick’ (ESD) 


Self Feeder Soldering Stations 

eldeal for high output soldering applications ¢Controlled 
by RTD sensor for rapid heating and thermal recovery 
eAdjustable feeding speed, volume and interval time 
eAutomatic or manual operation *Temperature range: 
392°F~896°F 


SKU: Mfr. # 
97W6418 QUICK375A+ _ 
97W6419 QUICK375B+ —_ 


ae SD 


9OW Digital Soldering Station 


High frequency current heating for rapid heating 

and thermal recovery eLCD display with push button 
temperature selection for precise control ¢Three user 
defined temperature presets can be set and saved 
¢Temperature range: 212°F~932°F elncludes conical 
soldering tip, stand, brass tip cleaner and cleaning sponge 


SKU: 97W6415. 2... ee 199.00 


jer, VSO 38 


a 
IN oe 
UmUICK 


lonizing Air Gun 


Protects equipment and components from static discharge 


Built in regulator for quick ion balance adjustments ¢Two 
units can be connected to high voltage power supply 


SKU: Description 
972552 lonizing air gun 
972553 High-voltage power supply 


119.00 
159.00 


1689 


= MCM ELECTRONICS TOO 


Rework Station 


¢Closed loop temperature control eDigital display *Handles 
stay cool during prolonged use eIncludes 1.0mm nozzle plus 
one spare elncludes cleaning pins, replacement filters and 
filter tubes ¢Temperature range: 410°F~900°F *Temperature 
controlled soldering iron: eTemperature range: 320°F~900°F 
eIncludes iron clad %" conical tip 


SKUZ12P9809 |. 2c icscecteccc eee el 


Desoldering Station Replacement Parts 
¢Replacement parts for the Tenma #72-6340 and 72-6345 
rework stations *Glass tube measures 1's" (L) x '%e" 
(O.D.) Filter set consists of one steel wool filter and one 
cotton disk filter “O” ring kit contains two rubber “O”" rings, 
each '%e" (O.D.) 


Fig. SKU: Description 

A _01C€0707 Replacement heating element 17.99 
B 0100708 Replacement glass tube 2.54 
C 0100709 Filter set 0.99 
D 3900871 “O” ring set 0.99 


2-in-1 Intelligent SMD Rework Station 


Soldering iron and hot air rework in one unit Intelligent 
heat control eThree groups of programmable presets 
¢Soldering temperature range: 392~896 °F eHot air 
temperature range: 210~896°F elncludes nozzles and tip 


SKU: 3270390 .........-..-..-..-. 1222.99 


Compact Quartz Preheater 


Simple controls ¢Closed-loop temperature sensor ®Rotary 
temperature control from 194° to 716°F (90° to 380°C) 
°1'”" direct quartz heat e500OW power consumption 


SKU: ATV B4OD is ceasdetcrt stave dente atest 150.71 


Hot Air Rework Station 


*Closed loop heat sensor ®280 watt quick heat up *Max air 
volume: 81 cubic feet/min eTemperature range: 210~896°F 
elncludes nozzles 


SKU: 3270389 ........0..00.000 22a ee 172.38 


#21-8220 


ana nARA INN 


#21-8225 


TENMA 

Vacuum Desoldering Tools 

¢Spring-loaded plunger quickly removes solder in a single 
action elnternal plunger pin automatically purges solder from 


tip with each use *Dimensions: 13/4" (overall length), 6/4" 
(cylinder length), 1" (cylinder diameter) 


SKU: Description 


72J7152 Desoldering pump, standard version 13.75 


95K9088 Replacement standard tip 1.84 
64K2020 Desoldering pump, ESD version 6.48 
64K2020 Replacement ESD tip 6.48 


64K2020 Replacement “O” ring (set of two) 6.48 


Heavy-Duty Soldering Irons 

Available in two different wattages, these soldering irons 
from Tenma feature high-quality conical tips and a heavy- 
duty grounded power cord. Features: *Overall length: 81" 
ePower cord length: 6' eComfortable handle with rubber grip 
Variety of replacement tips available, conical tip included 
(#21-9300) 


SKU: Wattage 
84R8696 25W 8.99 
84R8697 45w 8.99 


25W Precision Soldering Iron 


eldeal for small connections and general purpose PC board 
soldering *Smooth tapered handle includes rubber grip for 
easy holding and less fatigue ¢Ceramic heating element 
ensures consistent, reliable heating ¢Silicon insulated 
power cord is heat and solvent resistant ¢Overall length 
approximately 8" eVariety of replacement tips available, 
conical tip supplied (#21-7980) 


SKUS 9SK9074 woe cece edeee veda ed aeons 6.25 


TENMA 

20 Watt Fast Heat/Recovery Soldering Iron 
°130W “boost” for fast warm up and recovery when 
required, momentary push-button on the handle provides 
added power Ceramic heating element ensures consistent, 
reliable heating *Tapered handle stays cool and is easy to 
grip ¢Overall length approximately 9" eConical tip included 
(#21-7980) 


SKU GSKS07 8. ice kene die adek ae dewk x 10.09 


TENMA 


Soldering Iron with Cover 

©30W iron is perfect for general purpose wiring and PC 
board use elIncluded screw on tip cover protects iron and 
tools, eliminates need to allow iron to cool prior to storage 
*Overall length approximately 9" 


SKU: TEKSGBE cc cece ceca ce ee ae deeer 10.10 


Visit newark.com for full list on all of the products 


52F7963 


3900869 


48 Watt Variable Temperature Solder 
Stations 


°Grounded tip for soldering static sensitive devices 
*Overheat protection with closed loop temperature control 
eAuxiliary ground terminal *Units come with replaceable 
iron clad conical %a" tip elmproved circuit design for greater 
temperature stability eTemperature range: 320~900°F (#21- 
1590), 300~790°F (#21-147) 


SKU: Type 
52F7963 Digital 88.18 
3900869 Analog 77.51 


Induction Heat Soldering Station 


Fast heat up and unmatched thermal recovery *Processor 
controlled temperature is set with an easy LCD user 
interfaced eESD Safe *Switch mode power supply provides 
extremely efficient power ¢Customizable sleep timer 

PIN controlled temperature lockout ¢390°F to 900°F 
temperature range 


SKU! 96Y0398 . wwe _ 


YEAR LIMITED 
WARRANTY 


Vacuum Desoldering Station 


*Closed loop control and digital display provide accurate 
nozzle temperature setting, while the efficient internal pump 
provides vacuum action ¢Detachable cord and vacuum 
tube are heat resistant and measure 45" in length Unit 
comes complete with replacement nozzle, cleaning pins, 
replacement filters and filter tubes *Temperature range: 
410°F~900°F *Heating element: 24VAC, 48W ePower 
requirements: 120VAC, 60Hz 50W 


SKUPO7 C2187 2 icdc cee dete ee acerca 279.00 


TENMA 
Pro Digital Soldering Station 

eA prof grade soldering station for high frequency and 
delicate soldering work @A high power 90W heater 
¢Temperature presets and lockout *Automatic sleep mode 
eTemperature range 212°~932°F eTemperature stability 
+2°F 


SKU: 96Y0383 ..................0.0. os 


TENMA 

Advanced Compound Tip Soldering Station 
Compound tip design with integrated heating elements 

for immediate temperature response and instant thermal 
recovery *Closed loop temperature circuit controls output 
with absolute precision ¢390° F to 900°F temperature range 
©70W power consumption 


LURES 0: ee 77.78 


Analog Soldering Station 

Simple analog temperature control ¢24V output ensures 
user safety *ESD safe ¢390°F to 900°F *35W power 
consumption 


US) 9. a ee 57.79 


Ultra Compact Soldering System 

eA high performance, compact system °Fast acting PTC 
ceramic heater ¢Slim, ergonomic 75W iron is easy to control 
©390°F to 900°F temperature range ®Station footprint only 
3%" x 2" 


SKU: S6¥0400). 2.02 eee cece eee oo 


MCM ELECTRONICS TOOL 


60 Watt Compact Digital Soldering Station 


eHigh contrast LCD Display *Quick heat up *Compact size 
¢Temperature range: 392~896°F 


SKU: Description 
5612208 Soldering station 85.13 
5672208 Three pack tips 85.13 


Includes 


TENMA Plato’ tip! 


Adjustable Solder Station 


¢No-nonsense, low cost station Temperature range: 
100~800°F *Overall dimensions 3%" (H) x 4/4" (W) x 5%" (D) 


SKU: 2UIB6S1 pce cedee cere ees aneue® 34.53 


TENMA © (sD 
Advanced Soldering Station 


eHigh contrast LCD display eSimple user interface eQuick 
heat up *Temperature range: 302~842°F °60 Watt 


SKU: SOT 2209 oes co tecsictans, of grannies She oo 
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TENMA 

Adjustable Temperature Soldering Iron 
eA compact, handheld iron with the variable control of a 
soldering station ¢Built-in temperature controlled circuit 


°50W heater *Quad-core ceramic heater *Temperature 
Range: (392~932°) Grounded power connection 


SKU: Description 
96Y0391 Soldering Iron 29.33 
79X3999 Replacement heating element — 


= MCM ELECTRONICS TOO 


X”VTRONIC 
Fume Extraction System with Air Flow 
Control 


Compact design easily fits under desk or workbench 
Variable fan speed ¢350-mé air flow per hour ¢75-mm hose 
diameter ¢Noise level below 50 dB eDimensions: 460 x 
310 x 310 mm *Hose approx. 250 cm, 2x included *3-way 
filter system (pre-filter/ HEPA/carbon) *Accessories and 
replacement parts available on the product page 


SKU: 98Y0076.................... 1499.00 


ECG 


J-1-DS Desoldering Tools 

¢Made of aluminum with special metal plating for added 
protection ¢Simple operation with a spring loaded plunger 
eLength: 7.87" 


SKU: ESD Compliant 
9578941 No = 
31AC5173 Yes _ 


Vacuum Desoldering Iron 


Allows single-handed desoldering of connections, PC 
boards and components. Spring-loaded plunger and 30W 
heating element removes board level components quickly 
and safely. Easily disassemble for fast cleaning, tip and “O”" 
ring replacement. Internal plunger pin automatically purges 
solder from tip with each use. Attached silicon cord is heat 
and solvent resistant. 


SKU: Description 

26K1984 —_Desoldering pump 10.15 
95K9090 Replacement tip 0.37 
95K9091 Replacement “O” ring (set of two) 0.26 


2< 


XV TRONIC 


Tip Cleaner 

*Cleans tip quickly without 
reducing tip temperature 
@Non-skid base 


Solder Fume Extractor 


¢Greatly reduces exposure to noxious fumes by utilizing 

a highly efficient fan, and an activated carbon filter eUnit 
includes one filter, replacement filters available eAbsorption 
capacity: 1m/minute *Power requirements: 110VAC 60Hz, 
23W 


SKU: Description 
37J0035 Smoke absorber 34.99 
57J1816 Replacement filter (two—pack) 6.34 


Soldering Iron Holder 

*Metal base measures 3/4" (W) x 5/4" (D) elncludes tip 
cleaning sponge *Metal sleeve holder and spring support 
hold irons up to %" diameter *Compatible with Tenma #21- 
8120, 21-8130, 21-8135 and 21-8140 


SKU: 29K8336.............0 0.000008. 5.91 


Soldering Iron 
Stand with Sponge 


Great for independent soldering 
irons ¢Two position soldering iron 
stand Built-in sponge tray eHeavy-duty 
square base °90 day warranty 


SKU: 3900749 . 0. cessed veca seca eae. 1.43 


a 
TENMA 
Heavy-Duty ESD Desoldering Tool (ESD) 


All metal construction is ideal for heavy use including 
production re-work and repair. Provides safe, low cost 
means of desoldering connections, PC boards and 
components. Large capacity spring-loaded plunger quickly 
removes solder in a single action. Tool easily disassembles 
for fast cleaning, tip and “O" ring replacement. Internal 
plunger pin automatically purges solder from tip with each 
use. Replacement tips available separately. 


SKU: Description SKU: Description 
90B8499 Tip cleaner 5.90 82K9060 Desoldering pump 8.25 
5612222 Replacement brass coil 3.99 82K9069 Replacement ESD tip 0.72 


/TWChemtronics 


Chemask Aqua Water Removable 
Solder Masking Agent 


°80z. Bottle *Easily removed in water cleaning 
cycles *Does not coat filtration equipment 
eNoncorrosive; safe for sensitive contacts 
Removed with inexpensive filters, increasing 
the life span of activated carbon/resin beds 


SKU: 31AC7687.............. oo 


CHIPQUIK’ 


6-Pack Tack Flux 2cc 


eldeal for all rework, solder, de-solder and reflow 
applications ¢Non-corrosive, non-conductive, no-clean 
Tack flux will not run all over PCB when applied ¢Easily 
cleaned with isopropyl alcohol (IPA) ¢Clear residue *Can be 
used with Leaded and Lead-Free applications *RoHS Il and 
REACH compliant 


SKU: 31AC5312 ...................- 14.85 


CHIPQUIK’ 


Lead Free Alloy for SMD Removal 

°4/4' in eight 6%" lengths Easily remove SMD parts with 
Chip Quik® removal alloy eReduce heat and reduce damage 
to circuit boards and SMD parts during removal ¢Use with 
SMD291 flux *RoHS Il and Lead Free Compliant 


SKU: 31AC4123 2.1... es 34.00 


WTTSEEEE UTI Ee 
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CHIPQUIK’ 


30-Pack Industrial Dispensing Needles/ 
Syringe Tips 
eMeasure 2" in length ¢Fit most standard syringes, including 


5cc, 10cc, and 30cc °Fit all Chip Quik flux and solder paste 
syringes 


SKU! SVACAI22 oe els eecdd sind sdvdgt Sas 9.95 


Visit newark.com for full list on all of the products 


“44” Rosin Core Solder 


eThe famous Kester “44” rosin 
core solders contain a high active 
noncorrosive flux with excellent 


wetting action, and are specifically 

designed for electrical/electronic 

applications 
SKU: Tin/Lead Size (dia) Gauge 
1906717 63/37. 1ib. 031" S21 
1906717 60/40. (ib. 031 21 — 
9185722 60/40 1b. 040 #19 = — 
04M1953 63/37 1lb. 0.40" 19 _ 
1803014 60/40 1Ib. 025" 23 _ 
85H0007 63/37. «1 lb. 025° «238 


“245” Low Residue Core Solder 


Provides both the soldering performance of an activated 
rosin flux and the visual clean appearance of a low residue 
flux eDesigned for electronic assembly eMeets Bellcore 
specification TR-TSY-000078 and IPC-SF-818 (Type LR3CN) 
requirements for cored wire products eldeal for touch up and 
assembly *Residues designed to be left on with NO post 
soldering cleaning 


SKU: Tin/Lead Size (dia) Gauge 


9404078 63/37 1b. .020 25 _ 


92B7635 63/37. 1lb 031 21 = — 
“285” Rosin Core Solder 


eHigh-mobility and fast spreading action make soldering 
faster than ever before *Designed for electrical 

and electronic work ¢Completely noncorrosive and 
nonconductive flux residue eldeal for applications where 
cleaning is not performed after soldering ¢1 Ib. ¢.031" 
diameter 


SKU: Tin/Lead Size (dia) Gauge 


50B4544 63/37 1lb. 031 21 57.63 


04M1954 63/37 = 1lb. 3.02523 
“331” Organic Flux Core Solder 


eExtremely active *More effective than rosin fluxes when 
soldering difficult metals such as copper, nickel and brass 
High heat stability allows for minimal smoke and odor 
eWater soluble #1 Ib. ¢.031" diameter 


SKU: Tin/Lead Size (dia) Gauge 


002879 63/37 1b. .031 2159.31 


0021584 §=663/37_— ss 1lb. ~—-.020 25 61.35 
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pM 
Pocket Solder Tubes 


Convenient sized solders packaged in a portable tube for 
repairs anywhere eSolder is fed freely from the easy to 
handle tube 


SKU: Description Width Size Alloy 


002740 = Pocketpak 0.031" .50z. Sn60/ . -- 
Pb40 
5672714 Leadfree 0.031 .430z. Sn96.5/ -- 
pocket pak Ag03/Cu.5 
84R8809 Pocket pak 0.020" .350z. Sn62/ 5.31 
silver Pb36/Ag02 


80R7636 Kwikdraw 0.050" 1.30z. Sn60/ 6.10 
Pb40 


Six Piece Soldering Aid Kit 

Tools to assist in various soldering and cleaning jobs 
eDouble ended for versatility ¢Includes a brush, scraper, 
knife, hook, fork and spike 


SKU: 27WS3966. 02.0: 262 cee eee 3.83 


/7W Chemtronics 

Chem-Wik® Lite 

¢Desoldering wick ¢Finely woven copper braid treated with a 
pure nonactivated rosin flux 


SKU: Description (Label) 


50B5072 .05" x 5' (Yellow) = 
05H8322 .05" x 100° (Yellow) _ 
50B5087 .075" x 5.5' (Green _ 
50B5089 .075" x 100' (Green) = 
3004431 -1" x 5.5' (Blue) = 
05H7275 -1"x 100' (Blue) —_ 


LABORATORIES, INC. 


Tip Cleaner/Tinner 
¢Keeps tips clean and longer lasting Protects tips from 
oxidizing Lead free °0.5 oz. eMfr. #TPC-14 


SKU: 5671889 ................--..-. 13.60 


em Alcohol Prep 
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CHIPQUIK’ 


SMD Removal Kit 

Safely removes SMDs using low heat Kit includes: Low 
temperature desoldering alloy (136°F), syringe with no clean 
flux, and six alcohol pads 


SKU: 0709609 ..................... 16.00 


MCM ELECTRONICS TOOLS 


Tip Tinner and Cleaner 
#21-10675 
WARNING: KEEP OUT OF REACH 
a 4 


Tip Tinner/Cleaner 


Prevents oxidation and re-tins tips 
°0.50z. can 


SKU 712729 5 occu riciwin aoie nein oo 


a oe 


Rosin Flux Core Solder 
*Diameter: 1mm (0.04") eMelting point: 188°C (370°F) 
°60.0% tin, 40.0% lead 


SKU: Size 
93B9303 1 Ib. 19.99 
3809096 6 oz. 10.01 


Lead-Free Silver Solder 

°Silver formulation provides improved conductivity 
performance *Lower melting point ¢Will continuing to meet 
requirements for lead free solder use Rosin flux core 
Diameter: 1mm (0.04") eMelting point: 217° C (423° F) 
°96.5% tin, 3.0% silver, 0.5% copper 


SKU: Size 
64M0942 1 Ib. 57.13 
64M0944 6 02. 24.99 


Lead-Free Solder 

°Tin/copper formulation meets current requirements for lead 
free solder use @Rosin flux core eDiameter: 1mm (0.04") 
Melting point: 227° C (441° F) °99.3% tin, 0.7% copper 


SKU: Size 
64M0941 1 Ib. 32.99 
64M0943 6 02. 17.02 


60/40 Bar Solder 


°General purpose solder with a 60/40 alloy content ¢1 Ib. 
bar form *Great for tinning or solder pot applications 


SKU: 3901547... 1... eee 24.99 
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DURATOOL 
3-Piece Locking Plier Set 

Single lever release ¢Knurled wheel adjustment for ease 
of use Lever to push the two sides of the handles apart to 
unlock the pliers ¢5": 1.14" max jaw opening ¢7": 1.54" max 
jaw opening ¢10" 1.89" max jaw opening 


SKU: 25AC4956 ..............0..000. oo 


DURATOOL 


25-Piece Electronic Tool Kit 

Kit contains: ¢30W soldering iron with cover 
¢Desoldering pump ®Six piece screwdriver set (three 
slotted, three Phillips) ¢Two precision screwdrivers (slotted/ 
Phillips) ¢5" long nose pliers 5" diagonal cutting pliers 

elC puller ¢Wire stripper strips up to 1OAWG wire DMM 
measures AC/DC voltage, DC amps, ohms, h« transistors 
(includes battery and test leads) Eight piece hex key 
wrench set (1.5~6.0mm) eLong nose tweezers ePadded 
zipper carry case 


SKU: 99M1268................-.-.-- 63.09 


DURATOOL 


19-Piece Mobile Electronics Repair Kit 
eThis compact, high quality tool kit Essential tools needed 
to repair phones and tablets ¢Phillips, Slotted, Torx, and 
Pentalobe screwdrivers ®Pry tools, suction cup, SIM 
remover, microfiber, and tweezers 


SKU! SSY 1796 2002 2 ine case cee cece oe oo 


: 3 
DURATOOLA' 
2-Piece Adjustable Wrench Set 


eWrench Sizes: 6" and 8" eManufactured from drop forged 
steel eCorrosion resistant *Smooth jaws ®Fast adjustable 
action 


SKU: 25AC4955 ................0005. 


DURATOOL 


105-Piece Security/Standard Screwdriver 
Bit Set 


*All bits fit any %4" hex driver and most power screwdrivers 
Please visit www.MCMelectronics.com for complete list 


SKU: 9631291 6 oo ce be et eed os 


DURATOOL 


30-Piece Hex Key Set 
@SAE: 0.028", 0.035", 0.05", Ye", 5s", %o", ba", YK", a", Bo", 
Yo", ho", M", Ke", and %" Metric: 0.7, 0.9, 1.5, 2, 2.5, 3, 4, 
4.5, 5, 5.5, 6, 7, 8, and 10mm 


SKU? 63M0341. 2. 2. ce ee ee ee _ 


#22-25575 #22-25580 


i 


DURATOOL 


Insulated 1000V Precision Screwdrivers 
°VDE/GS drivers provide up to 1000V of electrical 
insulation ¢Nonslip grip and rotating cap °6" overall length 
and 2'%" shaft length ¢Storage case lid folds underneath 
case for easy access 


SKU: Description 
53Y1797 Ph# 00, 0, 1; Slotted 2.0, 2.5, 3.0mm |. —- 
53Y1798 Torx T5, 16, T7, T8, T9, T10 7.45 


DURATOOL 


1L Measuring Container with Lid and Spout 
°See through body allows visual measurement ¢Offers 
metric and imperial measurement *Detachable spout can be 
placed inside jug when not in use *Dust protection screw 
cap *Capacity: 1 liter 


SKU: 25AC4954........ 0... eee 


DURATOOL 
Wire Stripper/Cutter 


eEasily strips 10~22AWG stranded wire °'/" blade cuts wire 
to length *Hole for looping wire ends *Length: 7" 


SKU: 4670230 .................0000. 


DURATOOL 
Adjustable Compression Crimp Tool 


eWorks with “F", BNC and RCA compression connectors 
for RG-59, RG-58 and RG-6 cables elnterchangeable 
sockets with handle storage ®Built in cable cutter eBlack 
oxide steel frame 


SKUE 73199982 is2 ous s.aitd sd esalel ad ens 13.23 


DURATOOL 


Micro Cutter 


eldeal for precision electronic work @Suitable for copper wire 
eLength: 5" 


SKU: GBKOG06 «2.6 cn ee eda ee ee eee eee 6.19 


Visit newark.com for full list on all of the products 


18-Piece SE 
Combination steer 
Wrench Set = 


Combination spanners 
that are ideal for 

most tradesman, and 
mechanics Off set 
with equal sizes at both 
ends *Manufactured 
from polished chrome 
vanadium steel 
*Supplied on a plastic 
display, storage rack 
Sizes Included: 6, 7, 8, 
9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, 20, 21, 22, 24mm 


SKU: 25AC4953 ................000. 18.57 


DURATOOL 


Telecom Crimp Tool with Built-In Tester 
°Cuts, strips, and crimps all kinds of modular plugs 
elmmediately test terminated cables *Tests 8 pin connectors 
plus ground/shield Detachable tester for testing long runs 
or to map cables *Use with 8,6, or 4 pin modular connectors 
(RJ-11/RJ-12/RJ-45) eUses 3xLR-44 batteries eLow 
battery indicator 


‘i 


‘\" 
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DURATOOL 

Ergonomic Pliers Set 

7" diagonal cutting pliers ¢7" combination pliers ¢8" long 

nose pliers °8" slip joint pliers ¢10" waterpump pliers 


SKU: 99M1263. 200s cc cea eae. 24.89 


DURATOOL 


Set of Four Assortment Cases 
Compact and convenient storage system *Four cases each 
with removable inserts for customization eLockable catches 


and carrying handle ¢Wall or bench mountable eDimensions: 
12" (H) x 15" (W) x 10" (D) 


SKU! 9271997 2 x2. cece. ce ede eye ne de oo 


DURATOOL 
62 Piece Hex Key Bit Wrench Set 


1" bits with a hex key for use with most power drills and 
drivers Hex key locks bit into place to prevent slipping 
eHoused in a clear plastic case with bits clearly marked 
Includes popular Phillips, slotted, square, Torx, security 
torx, Pozi, SAE and metric hex, torq and spanner bits with 
socket adapter 


SKU! 26WG240... cs cccccncveaauaas wa 13.99 


DURATOOL 
40 Piece Combination Socket Set 


Set contains: °%' reversible ratchet handle ©'4" drive metric 
sockets: 4, 4.5, 5, 5.5, 6, 6.5, 7, 7.5, 8, 9, 10, 11, 12 and 
13mm 4" drive SAE sockets: %2", %e", 42", A", Zo", Ao", 
"ho", B", He", Ac", 'Beo", 4", "Ao" and Ye" ¢/4" drive (8 point) 
SAE sockets: 4", %s" and %" ©%" extension bar ¢/4" to %" 
adaptor °%" x 16mm spark plug socket ¢6" spinner handle 
Spin disc °%" metric drive sockets: 15mm °%" SAE drive 
socket: %" *Blow-molded case 


SKU! 12N1682 os sec ee eee — 


DURATOOL 


15 Piece Precision Screwdriver Set 


Precision molded handles and swivel caps ¢Marked for 
easy identification *See through carrying case *Various 
slotted, Phillips, Torx and hex drivers 


SKU AG 222 . pccicwcind se adwaenscare 13.99 


MCM ELECTRONICS TOOL 


25AC4948 


oy 


PAU 7:1 ke¢) 8 ini Ratchet Sets 


4" drive eMini ratchet with ergonomic curved handle 
Durable kit eChrome-plated 6135 steel ratchet eChrome- 
plated 50BV30 steel sockets (Metric) 


SKU: Kit Contents 
25AC4947 5 sockets and ratchet 8.99 
25AC4948 5 sockets, 11 bits, ratchet -- 


DURATOOL 


34 Piece PC Maintenance Tool Kit 


eUseful for computer and electronic repair technicians °Vinyl 
zipper case keeps tools organized eIncludes an IC extractor, 
wire stripper/cutter, long nose pliers, pen type screwdriver, 
tweezers, parts retriever, 6" Phillips #1bit, 3-way ratchet 
driver, anti-static wrist strap, nine piece hex key set, eight 
compartment parts box, five piece socket set and 10 piece 
bit set 


SKU 2ZOWG240 os 655 boas aeis boas 088 19.99 


DURATOOL 
Black Epoxy Tweezers Set 


*Epoxy coated for better grip *Nonmagnetic stainless steel 
elncludes styles 7Sa bent tip, 2ASa round tip, and SSSa, 
4Sa, 00Sa, and 3CSa fine tips *Approximately 5" in length 


SKU: O6X8649 .. oe cee woes 9.99 


DURATOOL 


Stainless Steel Tweezers Set 


Stainless steel tweezers in six popular styles *Non- 
magnetic Includes locking, bent tip, blunt tip, serrated tip, 
fine tip, and self-closing eIncludes storage pouch 


SKU: 06X8644.................0000. 5.99 


| MCM ELECTRONICS 


Dual Power LED Shop Light 


Single LED produces 25 lumens of powerful energy 
efficient light ‘Desk mountable clamp *Magnetic base 
allows use without clamp for attachment to ferrous 
surfaces *Powered by either two “AAA” batteries 
(not included), or 12VDC 


: . : . . re SKU: 31AC4690.................. 19.99 
17 Spool Automotive Wire Assortment with 3-Piece 7" Mini Wire Brush Set 
Steel Rack Double injected grip with rubber inlay and strong ABS 

eel hac plastic construction *Unique angled design Includes: 

eDurable steel housing stores and sorts 17 spools of wire Nylon, brass, and stainless steel brush 
for easy identification and organization eIncludes 450' of f 
wire from AWG #8 to AWG #22 gauge °Refillable with any SKU: 31AC4630...............0.00-, 5.99 
bulk wire 
SKU: 31AC4709 ................000. _ 


AW WEAR TVR, 


SSeS AT WRARNETONLOR 


Magnetic Tool Holders 


eA great addition to any garage, or tool storage area *Keeps tools off the 


floor and from cluttering your workbench *Powerful magnets hold tools and ~ SSE WME TON, 

other ferrous objects in place 
SKU: Description 
31AC4795 Single: 24" 6.99 
31AC4833 3-Pack: 8", 12", 24" 10.60 


17" Magnetic Floor Sweeper 

eldeal for use for cleanup of nails, screws, and other 
ferrous materials *Telescopic handle extends from 23"~40" 
high °17" wide *Sweeper cuts cleanup time significantly 
3" rubber wheels allow easy clearance for use on gravel 
surfaces eLift capacity: up to 4 lbs. eWeight: 5 Ibs. 


SKU: 31AC4783 ...........-..--.-.- 15.99 


26 Piece Ratcheting Precision Screwdriver 
Set 


x —— a | TAN For use with a wide range of projects including automotive, 


engineering, & electronic applications eAluminum 


ze 


Mini Magnetic Tray 6-Piece Socket Adapter Set construction ¢Comfort Grip Handle Includes: ¢5" ratcheting 
Size: 5%" x 2'4", %" deep eStainless steel dish ePerfect for elmpact grade eDetent ball for secure socket retention driver ¢4'4" extension bar *Seven Phillips: PHOOO, two 
holding small parts, hardware, and fasteners in place *Sticks eAdapts sockets to power drills and drivers ¢'/" shank PHOO, two PHO, PH1 and PH2 eFive slotted: “c", Ya", 2", 
to any ferrous metal surface eNon-marring rubber covered Includes: *Three 2%" adapters eThree 6" adapters: 4", %", Ve" and %%2" eFive SAE hex: Ye", %a", Yao", Va" and Ye" Five 
magnetic base prevents scratching and 2" drive star: T5, T6, T7, T8, and T9 *Two triwing: 2mm and 3mm 
SKU: 31AC4472 ... 2... eee ee 3.66 SKUSSTAC4479 0252 tac ceded teks 10.90 SKU: 31AC4515 .. 2.6... eee ee 8.78 


© 


Standard 


Titan 


T-Handle 


Hex Key Sets - 
Overall length: Ti as 
euros ITAN 8-Piece Flexible-Shaft Screwdriver Set 
eConvenient storage pouch Flexible Magnetic Tape Roll Chrome vanadium blade eErgonomic cushioned handle 
SKU: T #ofK eDimensions: ¥2" (W) x 30" (L) eCan be easily cut to the eMagnetized tip Includes: ¢215mm spring tube eThree 
Z ype ol Keys desired length eAdhesive on one side, magnetic on the slotted: 4mm, 5mm, 6mm Three Phillips: PH1, PH2, PH3 
31AC4493 Standard 8 12.58 other Two star: T15, T20 
31AC4494 Metric 6 10.73 SKU: 31AC4473 2... ee eee 2.06 SKU: 31AC4488 ...............000008 _ 


Visit newark.com for full list on all of the products 


——— 
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@TAcTix 


Three Piece Plier Set 
eErgonomic grip (1) 6" Long nose pliers °(1) 6" Diagonal 
pliers (1) 7.5" Linesman pliers 


SKU: 31AC4559 ... 2.2... eee eee _ 


@TAcTIx 


6-Divider Drawer Organizer 
°Six compartments to organize tools, 
hardware and fasteners *Solvent 

and UV resistant eDurable plastic 
construction 


SKU: 31AC4655.......... _ 


@TActTix 


11-Divider Drawer Organizer 
°11 compartments to organize tools, 
hardware and fasteners *Solvent 

and UV resistant eDurable plastic 
construction 


SKU: 31AC4656.......... _ 


@TAcTix 


3-Piece Drawer Organizer Tray Set 
eldeal for tools, parts and fasteners *Solvent and UV 
resistant eDurable plastic construction 


SKU: 31AC4657 ...............0000. = 


PTAGTIN Lia = 
@TAcTIX Micro Snips 
*Spring action handles cuts time by returning the snips to 


the open position. ¢Excellent for modeling, needlecraft, bead 
stringing, etc. 


SKU: 31AC4787 .... 0.0.0... eee eee oo 


@TAcTIX | 


Bucket Organizer 
eldeal for hand tools and 
other small items ¢Multiple 
easy access pockets and 
compartments 


SKU: 31AC4653 ...........0....00.0. _ 


@racTx 


SF ae 
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@ract 


@TAcTIx 
44-Piece Open-End Socket Set 


©180° wrench head rotation (1) Wrench handle #(1) %" 
adapter °(12) Metric sockets ¢(30) Screwdriver bits 


SKU: 31AC4924.................00.0. —_ 


@®TAcTix 
8" Adjustable Wrench 


eLaser-etched mm/in scale ¢Material: Chrome-plated 
Vanadium Steel Handle Type: Non-slip 


SKU: 31AC4569..................0.. —_ 


@TAcTix 
9-Piece SAE 


Combination Wrench Set 
Material: Chrome-plated 
Vanadium Steel ¢Satin Finish 
eSizes included: V4", %e", %", Ve", 
Ye", Ye", "Yael, Ya" 

SKU: 31AC4687 ...... a= 


MCM ELECTRONICS TOOLS 
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@TAcTix 


32-Piece Precision Screwdriver Set 
Philips: #000, #00, #0 & #1 eSlotted: 1.0, 1.5, 2.0, 2.5, 
3.0, 3.5 & 4.0 ®Torx/Philips: #0, #1 ¢Torx: T-4, T-5, T-6, 
T-7, T-8, T-9, T-10, T-15 & T-20 #Hex: 0.7, 0.9, 1.3, 1.5, 
2.0, 2.5, 3.0 & 4.0 mm #115 mm extension bar ¢Precision 
screwdriver handle 


SKU: 31AC4794................ 00008: 


@TAcTIx 8-Piece Hex Key Set 


eHandle Style: Non-slip *Material: Chrome-plated Vanadium 
Steel 


SKU: Style 
~31AC4563 Metric 


Sizes Included 
2mm, 2.5mm, 3mm, 
4mm, 5mm, 6mm, 
7mm, and 8mm 

Soa", Yao", Va", Hao", 

He", Va", Yo", and Ae" 


~31AC4564 = SAE 


@TAcTIx 8 Piece Hex Key Set 


Ball Pein eHandle Style: Non-slip Material: Chrome-plated 
Vanadium Steel 


_SKU: Style 
31AC4565 = Metric 


Sizes Included 

2, 2.5, 3, 4, 5, 6, 

7, and 8mm 

Soa", Yao", Va", Yao", He’, 
VA", Yo", and As" 


“31AC4566 SAE 


@tactix 
43-Piece Ratcheting T-Handle Set 


(1) T-handle driver (1) Extension bar (1) 4" adapter (16) 
Metric sockets (24) Screwdriver bits 


SKU: STAC4925 oii oo ees cee Secs eee oo 


= MCM ELECTRONICS TOO 


4 le Cordless Lithium-lon 
Screwdriver Kit 


©21-position clutch with auto shut-off stops rotation 
once required torque is met eQuick-change chuck 
for one-handed bit changes @Drill mode drills pilot 
holes or removes damaged screws *Two-speed gear box 
(200/600rpm) eIncludes two 3.0Ah batteries and charger 
eMfr. #0490-22 


SKU: 8671091 .........-.....-.-.-. 1351.00 


Mie M12™ Cordless Ratchet Kits 
¢Powerful ratchet for fastening applications in various 
industries ¢Low profile %" head design for work in tight 
spaces °12V motor delivers up to 30 ft./lbs. of torque 

and 250rpm speed ¢Variable speed trigger eIncludes RED 
LITHIUM™ battery, %" to 4" adapter (#22-15050 only), 30 
minute charger and carrying case 


SKU: Mfr. # Description 
8611345 2456-21 VA" ratchet kit Loo 
8611346 2457-21 Ye ratchet kit _ 


Mase M12™ Cordless Lithium-Ion 
Screwdriver Kit 

°Offers the power to drive the majority of small fasteners 
for a full day of runtime without recharging eCompact in size 
but provides a no load speed up to SOORPM with torque of 
175" /Ibs. *Quick bit-loading 1" hex chuck for one hand bit 
insertion and release features a battery fuel gauge, metal 
gear housing and built-in LED work light *Variable speed 
trigger for output power control Kit includes: Cordless 
lithium-ion screwdriver, two M12™ RED LITHIUM™ batteries, 
charger and compact driver storage bag eMfr. #2401-22 


SKU: 8611338 ...............0.000. oo 


Hackzall™ M12™ Cordless Lithium-lon 


Reciprocating Saw 

Compact and lightweight design for work in tight spaces 
and precision control ¢12V RED LITHIUM™ battery 

offers longer run-time and lighter weight eAccepts both 
HACKZALL™ and SAWZALL® style blades *Speed: 
0~3,000SPM, Stroke length: %" elncludes: Hackzall™ M12™ 
cordless recip saw, two M12™ RED LITHIUM™ batteries, 
30-Minute charger, two Hackzall™ blades, and contractor 
bag eMfr. #2420-21 


SKU! 8671842. 2.0 2.2 ice hace cee cece ee oo 


DEWALT 


Heavy-Duty 
Y%" 7.2 Volt 
Cordless 
Two-Position 


Screwdriver Kit 3 & 


eAdjustable two-position handle ¢80 in./Ibs. of maximum 
torque output ¢Variable speed and reversing trigger switch 
provides 0~500rpm °7.2V battery pack allows for longer 
run-time *Two 7.2V batteries and two screwdriver bits *See 
www.MCMelectronics.com for more details 


SKU: Description 


68H8437 7.2V cordless two-position = 
screwdriver kit 
03M7653 Replacement 7.2V _ 


compact battery 


DEWALT 20 Volt Max XR Lithium-lon 
Brushless Compact Drill 
Compact size and lightweight for work in tight spaces 
*Brushless motor delivers up to 57% more run time than 
brushed motors XR Lithium-ion batteries provide 33% 
more run time ¢15 clutch settings and no load speed of 
0~600/0~2,000RPM elncludes (2) 20V Max XR compact 
Lithium-ion batteries, fast charger, belt hook, on-board bit 
holder and kit box 


SKU: 18X3793 . 2. ee ee 0 123.38 


DEWALT 8V Max Gyroscopic 
Screwdriver Kits 

eMotion activated screwdriver with variable speed and 
reversing control *Hold the trigger and twist left or right 
to loosen or tighten fasteners *Two-position handle 

for in-line or pistol-grip use elntegrated work light for 
working in confined, low light spaces eIncludes 8V Max 


battery(#22-21085 includes two batteries), one hour 
charger and kit bag 


SKU: Mfr. # Batteries Included 
18X3792 DCF680N1 1 132.42 
18X3793 DCF680N2 2 123.38 


DEWALT 20V MAX Lithium lon 
Compact Drill/Driver Kit 


Compact, lightweight design fits into tight areas *High 
performance motor delivers 300 unit watts out (UWO) 
eHigh speed transmission delivers 2 speeds (0~450 & 


1,500 rpm) *'%" single sleeve ratcheting chuck Includes drill, 
charger, two batteries, and case 


OR TONE 298 ons oie ds ds aos ee Ra 178.28 


: | 
7 BLACKS DECKER® 


Compact Cordless Saw 
¢Cuts wood up to 1" ¢Makes quick, straight cuts, or 
accurate curved cuts eStays charged and ready to use for 
up to 18 months eKeyless blade change allows easy cutting 
position changes 


SKU! 2172058. 25 ccc te Se eae 4 


7 BLACK S DECKER’ 


12V Cordless Drill with Studfinder 


eThe two most used tools in any renovation or installation 
Variable speed drill with a 24 position clutch eStud sensor 
detects studs through walls up to %" thick 


SKU! S6V0656)- 22 ccc cera cae os = 


SS ihAls 
" il ——, 


7M BLACK S DECKER’ 
68 Piece 20 Volt Max Drill/Driver and 
Project Kit 


Kit includes a variety of tools and accessories for many 
jobs elncludes a 20V Max Lithium-lon drill/driver with battery 
and charger ®Also includes various screwdriver, spade 

and drill bits, nut drivers, magnetic bit tip, hole saws with 
mandrel, tape measure, various hand tools and a storage 
bag 


SKU: O6X5606..................... 178.63 


7 BLACK S DECKER" 


3.6 Volt Cordless Screwdriver with Screw 
Holder 


°Stays charged and ready to use for up to 18 months 
Offers high power and torque: 3.6V, 180 rpm, 44"/Ibs. 
*Quick easy torque selection *Magnetic retractable screw 
holder eIncludes: Screwdriver, charging cradle, wall mount, 
and various bits 


SKUS217 2051. sctie ce td Qd oi gat he ts _ 


Visit newark.com for full list on all of the products 


Five Piece Offset Ratchet Screwdriver Set 


Provides leverage while accessing hard to reach screws 
eRatcheting motion allows for easy removal and installation 
of screws *Offset head provides odd-angle access Ratchet 
driver is made of durable plated steel eIncludes 4" and %" 
slotted bits and #1 and #2 Phillips bits 


SKU: SSW1874.... ccc ew ee ewwn ee 14.01 


Fraction+ Digital Fractional Calipers 


eMeasure in fractional inches, decimal inches and millimeters 
*Easily switches between measurement modes ¢#22-17288, 
22-17290, 22-17292 are made of stainless steel ¢22-17294, 
22-17296 are made of non-marring carbon fiber eAccuracy: 
+0.001", +0.02mm 


Fig. SKU: Mfr. # Range 

A 85W1242 146 0~6" 29.96 
B 42X0857 147 0~6" 47.16 
C 85W1241 1433 0~3" 19.50 


28 Piece Multi-Blade 
Precision Screwdriver 
Set 


elncludes a variety of 
extended-shaft blades for 
various applications ¢Includes 
a6" handle for working on 
delicate components Close 
tolerance locking screw chuck holds blades securely in 
place Black oxide blades prevent corrosion eIncludes multi- 
Blade handle and slotted, Phillips, Torx and hex blades, nut 
drivers and a scratch Awl 


SKUSBSWUTT 7. cece cee eenee tee euws 21.99 


Express Ratcheting Driver Set 

Patented ratcheting mechanism helps drive screws 2x 
faster ¢4 Slotted Tips: “s", %a", %2", Ye" ¢4 Phillips Tips: 
#000, #00, #0, #1 °9 Torx Tips: T3, T4, T5, T6, T7, T8, T9, 
T10, T15 ©3 Pozidrive Tips: PZ00, PZO0, PZO, PZ1 


SKU! TEV 7691 «2 ccdc eine we de wee ee ee 22.99 


JProwslitie” 


Electronics Master Kit 

eA complete tool kit including professional quality pliers, 
screwdrivers, tweezers, crimpers, soldering iron, and much 
more *See www.MCMelectronics.com for more details 


SKU: 92B4652 «oc os ee ec te eee esse L = 


]Prorslkie® 


Micro Precision Cutting Pliers 


eUsed for fine assembly and adjustment 
operations on electronic circuits ¢Made 
from high carbon steel eConductive 
handle eLength: 5" 


SKU: 6477329 ....... sae 


Solar MC3/MC4 Crimp Kit 


Kit designed to install MC3 and MC4 solar connectors 
¢Supplied in a zipper case for easy transport *See 
MCMelectronics.com for complete list of included parts 


SKU: 7678392 .. 2 cee eee eee 136.99 


® 
Prosi 
Adjustable Compression Tool 
¢Crimps RG-59 and RG-6F, BNC, RCA compression 
connectors on coaxial cable eFast and reliable solution 
to home theater, CATV, satellite systems and security 
applications Delivers the most permanent and best quality 
connection *Universal design works with most compression 
connectors eMfr. #CP-313 


SKU: 74R4842.............--.--4-- 11.74 


MCM ELECTRONICS TOOL 


9-Piece Automotive Inspection Kit 

Versatile utility kit for automotive access, inspection, 
removal and retrieval Interchangeable tools: phillips/slotted 
screwdrivers, 4pc hook/pick set, telescoping mirror and 
pick up tool ¢3 LED anodized aluminum flashlight features 
Ys" hex holder ¢Mirror and pickup tool extend to nearly 20" 
@Requires (4) AG13 button cells (included) 


SKU: 31AC4422 .............0.0000. — 


Mm 1 acy lorme) 


Flexible Hose Clamp Plier 

Pliers has locking mechanism to hold clamp in the open 
position, making removal and installation of clamp easier 
eHeavy-duty 24" cable flexes to almost any position *Allows 
technician to access the flat-type hose clamps located in 
hard-to-reach areas 


SKU: SIACGS1G . os eee ceed ese e ewes 20.09 


i Performance 
tt 2 001 i. be 


Te =, 
9" Ratcheting Slide Wrench » 


eMultiple sizes in one tool - adjusts from 

%s" to 1" ePivoting flex head locks into position for 180° 
of flexibility eRatchets for quick removing and tightening 
¢Knurled thumb wheel adjusts sizes easily Heavy-duty 
chrome molybdenum construction Low profile head for 
tight spaces eMeets or exceed ANSI for torque 


SKU: 31AC4414 0... ke ee 21.49 


Mm pe eumeece 


Manual Oil Extraction Pump 


*Conveniently remove oil or other liquids 

with no mess from spills or inconveniently 

accessed drain plugs eEvacuates fluids 

including engine oil, transmission fluid, 

gear oil, coolant, and power steering 

fluid ¢Small equipment including; lawn 

mower, tillers, generators, ATVs, 

motorcycles, or other 4-cycle engines 

eLarger equipment including; cars, 

trucks, boats, farm, construction and 

much more ¢Manually operated hand pump 

Includes hoses needed to fit dip stick holes, or fill ports 
©2.11 Gal Polyethylene constructed reservoir, large enough 
for most jobs 


SKU: 31AC5318 ... 0... 0.0.0.0 eae 49.99 


i MCM ELECTRONICS TOO 


LIFETIME 
WARRANTY 


6-Piece Insulated Screwdriver Set 
Slotted: 3.5, 4.5, 6.5mm Phillips: #1, #2, #3 


SKU! 7108288 3 2 secs had arctica areas _ 


7-Piece SoftFinish Security TORX 
Screwdriver Set 


¢Molded on cushion handles for comfort and optimal torque 
application Made from CRM-72 tool steel Exact fit hard 
chromed tips and blades Includes Ts7-Ts10, Ts15, Ts20, 
Ts25 screwdrivers 


SKU: O4X4009 «2 eee bse cence oe 83.18 


J Fi 


LIFETIME 
WARRANTY 


Precision Hex and Torx Driver 
Sets 


Precision tapered handles ¢Exact fit 
hardened tool steel tips *Eight piece inch 
hex set includes: .028", .035", .050", Yie", 
5a", 30", Yea", Va" eSeven piece metric 
hex set includes: .71, .89, 1.3, 1.5, 2.0, 
2.5, 3.0mm ®Six piece torx set includes: 
T6, T7, T8, T9, T10, T15 


SKU: Description 

05H7733 8-pc inch hex _ 
05H7733 7-pc metric hex _ 
05H7750 6-pc torx _ 


= Sec, 


26-in-1 Technician Ultra Driver 
26 Bit Tips Comfortable Cushion Grip Ergonomic Handle 
Spring driven pop up cartridge for fast bit selection ¢Ultra 
Compact Design Made In Germany *High Performance 
Quick Release Locking Bit Holder eHardened and Tempered 
CVM Tool Steel Bits ¢Precision machined for an exact fit 
eAll the drivers you need when and where you need them 
°Grab and Go Convenience 


SKU: 31AC4857 .................05- 41.60 


(GC) CRESCENT 
70 Piece Professional Tool Set 


eThe 72-tooth ratchets require only a 5° swing *Ergonomic 
designed /4" and %" quick-release ratcheting drive *Wide 
selection of standard and deep sockets °12 piece 
combination wrench set (six SAE, six metric) 


SKU: 95K3385..................000. ie 


(©) CRESCENT 
30 Piece Professional Tool Set 


eAll tools in this industrial quality tool set meet astringent 
new ANSI/ASME specifications eThe 72-tooth ratchets 
require only a 5° swing eLarge quick push-button release 
must be engaged to remove sockets *Ergonomic designed 
3%" quick-release ratcheting drive eWide selection of 
standard and deep sockets in the most common SAE 

and metric sizes ¢12 point designed sockets help ensure 
maximum torque Includes high impact plastic case 


SKUPOSKAG9S dsc: Sd asin tree dedyeospanena _ 


Sag 


(©) CRESCENT 
7-in-1 Interchangeable Bit Screwdriver 


Includes two popular Phillips and two slotted screwdriver 
bit sizes along with three nut driver bits ¢Chrome plated 
blade resists corrosion and cleans easily eDual material 
handle Ball bearing in blade and shaft ensure a secure 

fit eIncludes #1 Phillips x 96" slotted bit, #2 Phillips x 4" 
slotted and %", %e", As" nut drivers 


SKU: 06X4965).. 5.2 cdc oad cade eee _ 


(YD LEATHERMAN ie 
Squirt’ ES4 \ 


¢The Squirt’ E4 redefines the term “ultra- 
compact”, giving you the convenience 
of full-sized tools in one key-chain size 
package elncludes 20, 18, 16, 14 and 
12 gauge wire strippers, electrical wire 
cutters, spring-action pliers, small and 
extra small screwdrivers, Phillips 
screwdriver, straight knife, wood/ 
metal file, scissors, bottle opener, 
key ring attachment eLength: 
2.25" closed, weight: 1.9 oz. ¢Mfr. 
#82080001K 


SKU! 19P7859 wc veiw eserves _ 


25 vita” 
(YD LEATHERMAN 
Charge ALX™ 


The Charge™ ALX features 
lightweight alloy handles to help 
protect the Charge ALX’s premium 
blades. The detailed bronze 
bushings make the exterior 
blades smooth and quick 
to open. Includes 17 
tools: eNeedlenose pliers 
Regular pliers ¢Wire 
cutters *Hard-wire 
cutters *Clip-point knife 
° 

° 


Serrated knife ¢Cutting hook eSaw *Wood/metal file 
Diamond-coated file *Two large bit drivers ¢Small bit driver 
©9 double-end bits ¢8" ruler eBottle/can opener *Wire 
stripper Tool is 4" long and weighs 8.3 ounces. 


SKU! QGKTLOE a escces eck Stren areas opted _ 


WD LEATHERMAN /\\ 
Rev Multi-Tool Te 
¢This multi-tool allows you to grab. 

a toolbox full of functionality If (c) . 


and keep it at your fingertips 
*Tools: Needlenose Pliers, 
Regular Pliers, Hard-wire, 
Cutters,Wire Cutters, 
Wire Stripper, 420HC 
Knife, Package 

Opener, Ruler 

(1.5"/3.8 cm), Can 
Opener, Bottle Opener, 
Wood/Metal File, Phillips 
Screwdriver, Medium Screwdriver, Small 

Screwdriver *Closed Length: 3.8"/9.7 cm ¢Weight: 5.9 
oz/168 g Blade Length: 2.6"/6.6 cm 


SKU: 31AC4913.................000. _ 


( LEATHERMAN 
Wingman™ Multitool 


*Outside accessible, one hand 
opening blade with spring-action 
jaws *Stainless steel body 

and handles ¢14 tools-in one 
including various knifes, 
screwdrivers, pliers, wire 
cutters and strippers *Bottle 
and can opener, 1" ruler, 
package opener and wood/ 
metal file also included 


SKU! 4610992). .csccc i hisa needa es 


Visit newark.com for full list on all of the products 
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B 
79X4008 
A TAY5415 
71Y5412 ; 
multicomp Tactical Weatherproof Equipment Cases 
eOutstanding weather and shock protection ¢Customizable cubed foam insert ¢Twin padlock holes Pressure release valve 
Built-in O-ring prevents water and moisture from entering the case Black 
Pre cCUCC SKU: Style Interior Dimensions (L x W x D) Latches Wheels 
Slim LED Task Lamps 79X4008 Box Ox 7" x4" 2 No 
Flexible arm positions light to any angle *Touch-sensitive 79X4013 Box 9"x 7"x6" 2 No 
ower and level control °4 levels of dimming for adjustable 7 Oy Be 
dines Diffused, bright, day-light white LEDs eldeal for 79X4012 Box = ua x5 7 2 No = 
technician benches, desks, or studios *Twin head options 71Y5412 File Box 14"x6'x 1144 2 No 22.37 
offer 700 lumens of brightness, and singe head offer 350 79X4010 Box 14%" x 10%" x 6" 2 No = 
seis aes 79X4006 Box 17°x 11%" x6 2 No 
Fig. SKU: Style Description 79X4009 Rolling Box 19%" x 12%" x78" 2 Yes 
A 78Y7559 Desk Twinhead 10W 79X4007 Box 1916" x 13%" x 78" 2 No 
B 78Y7560 Floor _‘Twin head 10W _ 79X4015 Box 21%" x 14" x 10%" 4 No 
C 78Y7561 Desk _Singlehead5.5W__6.45 715414 Box 18%" x 14" x 7%" 4 No 
D 78Y7562 Floor Singlehead5.5W ~~ 79X4014 Box 25" x 13" x 6%" 5 No 
71Y5415 Long Rifle 50" x 13%" x 5" 4 Yes 
mROo-Siec 


LED Desk Lamp with Shade 

°7W of LEDs provide 350 lumens of light 

¢4 dimming levels with touch control ¢36" 
extension arm with compact head eDesk stand 


SKU: 78Y7564............. 


Clear Compact Tool Boxes Mini Weatherproof 
Simple, compact tool boxes for tools and parts ¢Easily i 
identify contents through the durable, translucent plastic anlage pr Sind 


eHandle for carrying 


instruments eRubber gasket and liner ¢Strong 


SKU: Dimensions latch eManual pressure relief valve elntegrated strap slot 
71Y5426 7TX4'x3' _ SKU: Interior Dimensions (LxWxD) 
71Y5427 10%" x 5%" x 3%" 2.82 71Y5416 4%" x 234" x 1174" 2.15 
71Y5427 11" x 6%" x 6" 2.82 71Y5417 6%" x 2%" x 1%" 
71Y5418 6%" x 8%" x 1%" _ 
71Y5419 5" x 3%" x 1%" 3.28 
715420 6%" x 3%" x 2%" 4.84 
71Y5421 8'x 4" x 2" 10.49 
71Y5415 


an AKRO-MILS 
Storage Cabinets 


Strong plastic cabinets organize and protect components 
eA variety of drawer configurations provide versatile storage 
solutions eCabinets stack securely and are wall mountable 
Flexible, strong, see through drawers ®Finger grip drawer 
pulls provide easy access eDividers sold separately 


Cabinet Dimensions 
DURATOOL (4 (4) @) SKU: Description —_(L) x (H) x (W) 


Desktop LED Magnifier Lamp with Flexible  —seno00 18drawer_10v/ie'x 84x64 WV KTeTE 


95K8484 26 drawer 20" x 10'V2" x 6%" ~~ 
Gooseneck 95K8484 24 drawer 20'x 15s x 6% 41 Compartment Wall Mount Storage 
°60 bright LED lights for use in low light settings eThree 0 135A." y BA" a, eA convenient way to store and organize a larger number of 
diopter and eight diopter bifocal lense Available with a sex0302 24 Crawer a as ee z a small parts ¢41 clear compartment pull out trays *Robust 
straight arm or flexible gooseneck arm ®Protective cover 7337577 64 drawer 20" x 15'%e! x 6% = impact resistant plastic ¢Suitable for wall or desk mounting 
eLens size: 3.5" 30M8192 Small dividers 16 per package - *Dimensions: 121%" (L) x 5/6" (W) x 19%2" (H) 


SKU! 4779910 i.2.32 coke cede ange ne de 13.34 96K0673 Large dividers 6 per package _ SKU: 12P9980 6.5 22 ees es cards evens gad oo 


i CM ELECTRONICS 


Lies 


DURATOOL 


Deluxe Phone and Tablet Repair Kit 

The perfect kit for repairing mobile devices *Comes 
complete with screwdrivers (including Pentalobe drivers for 
Apple® products), tweezers, pry tools and more *Non-slip 
work pad keeps device firmly in place ¢Dry-erase magnetic 
mat helps organize and label parts See MCMelectronics. 
com for complete parts list 


SKU: 95Y2789 ........... 02.02 eee ae 


Mobile Phone Screen Removal Tool 

Opens many mobile devices *Suction cups can be angled 
eErgonomic, non-slip handle eIncludes: anti-static spudger 
Includes: 2 replacement suction cups 


SKU: 25AC4945 ..............0.00008. oo 


6-Piece Pentalobe Tech Diver Set 

eSizes included: IPR1, IPR2, IPR3, IPR4, IPR5, and 

IPR6 °Five point tips designed for use on Apple® brand 
products ¢Exact fit precision machined tips *Made of high 
performance CRM72 tool steel ¢40mm blade with 4.7" 
overall length 


SKU: 29XO15B is. < eie ceseie dso dds 63.67 


DURATOOL 
Precision Pry Tool Kit 


Open mobile phones, laptops, tablets, and more *Sturdy 
carbon fiber, metal, and plastic tools *Eight different tools 


SKU! S3Y1792 is s.< esac cnite Sate Sale ee 3.85 


DURATOOL 
Anti-Static Elastic 
Wrist Band 


Built-in 10 resistor ¢Strap 
is fitted with a 10mm press 
stud eLead is terminated 
in a 4mm banana plug and 
attached to an alligator clip 
°5' coiled cord *Strap width: 
20mm 


SKU: 6477104 oo cee ee ae See Siete eee 2.46 


@ (ESD 


Adjustable Elastic 
Wrist Strap with Cord 


Extra wide soft elastic band for 
increased comfort eAdjustable 
from 2.5" to 13" ¢Stainless 
steel used for all metal 
parts ¢4mm snap stud 
°6' coil cord with alligator 
clip 

SKU: 3602344...........2.-..0000. co 


ESD Field Service Kit 


¢Conductive PVC mat folds up for portability °6' wrist strap 
°10' ground wire *Mat resistance: 10°~10''ohms 


SKU! AOR EOS i.e osc see ee eractye Raveia Sue pa 


Case Serws 


h 
ws 


DURATOOL 


Magnetic Project Mat 

eMagnetic mat holds metals parts eWhite board coating 
allows you to label the mat eDry erase marker with magnetic 
eraser cap ¢8" x 10" 


SKUL SOV ITGN i oaie see is wie cos ergs Saas dunee 7.99 


DURATOOL 


Rotating 
Technician Table 


Diameter: 20" ¢Material: os 
Chipboard and steel ¢Color: Gray 

Maximum weight capacity: 200 lbs eIncludes adhesive 
rubber feet 


SKU: 25AC4946.................000. oo 


DURATOOL 
Helping Hand Tools 


eUseful for soldering work, computer repair or any other 
type of precision work Adjustable joints and arms with 
alligator clips allow movement in all directions and angles 
Sturdy base for stability eMagnifying glass for extra clarity 
(except #21-10285) ¢21-10270 has two LEDs for added 
visibility 


Fig. SKU: Description Magnification 

A 4779913 2.25" lens 4x 4.26 
B 4779914 3.5" lens 2X 4.46 
C 4779915 Helping hands = 3.86 


without magnifier 


Weller’ Gs: 


ESD Safe Heat Gun 


eDesigned for assembly and repair 
applications in production plants, 
laboratories, and service shops eLong- =) 
life heater and fan components *250W \ 
eApproximately 750°F~800°F at nozzle Three 
position switch: Hot, off, and cool ¢3-wire 


grounded cord °6' power cord eLightweight, only 13 X 
oz. eUL and cUL listed 


SKU: 96K1478 ...............00000. —_ 


LIFETIME 
WARRANTY 


Tool Magnetizer 
and Demagnetizer 


eMagnetize or demagnetize steel 

screwdriver blades, tweezers and 
similar tools eBox is made of high- 
quality, shock resistant, green plastic eCadmium free 


SKU: 0107031.................00085 _ 


azyeubew 
azjeubewep — 


ee 


— 


eee 


DURATOOL 


Five Piece ESD Safe Tweezer Set 


*ESD Safe carbon fiber ¢4'%" length eSwiss made precision 


SKUEASYOT7D ccc cin koe ge da wie ee Bee we 22.44 


Visit newark.com for full list on all of the products 
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Scotch 


Electrical Tape Super 33+™ 


ECG >® 


Dro-POWER Ultra high quality electrical tape *Hot/cold weather 
HG-300D Mini Heat Gun Cable Ti resistant 
sS50WV multe function heat gun, */lwoispeed (temperature re rte from Nylon 66 for higher heat resistance Ps Ll las Holle her pacha 
Settings: 250°C lew) 400 thigh? eApproved to UL-94V.2 Resistant a gas, oil, grease and 05H8799 Wx 52! 1 8.53 
SKU: BORG996 3. c.aciricasneeswaes = alkalis Operating temperature: -40°F~185°F 05H8973 vw x 66 1 = 
Quantity Tensile 05H8972 yi" x 20' 1 
SKU: Length Color PerPack Strength 31AC7688 HA" x 52! 10 
6416957 3%" Natural 1000 18 lbs. --- 
6476958 6%" Natural 1000 50 lbs. --- 
6476959 = 7%" Natural 1000 18 lbs. —- 
64T6960 8° Natural 1000 40 lbs. -- 
SS 6476960 38° Natural 100 50 lbs. --- 
: ae 64716961 8" Natural 1000 50 Ibs. --- 
6476963 9%" Natural 100 120 Ibs. --- 
PUR ATOOL GeT6968 —14)¢"— Natural 100 —S0Tbs. = 
. 2 tural SS. 
Solder and Heat Shrink 6476966141 Natural 100 120bs. — Scotch 
Splice Sleeves YD 6476968 19% Natural 100 50 lbs. cotc 
oeageee Se & 6476969 4% Black 100 50 lbs. — Professional Strength Duct Tape 
waterproof connection iy Py 6476970 4%' Black 1000 50 lbs. --- *Resistant to weather and moisture Tears easily by hand 
*Single step — solder $ ¥. 6476971 5%" Black 1000 18lbs. eSize: 1.88" x 10 yards 
ee 4 6476975 6% Black 100 18 lbs. — SKU: 99R59B1 2. eee 3.27 
Piece kit (#21-19555) includes 6476976 7" Black 100 50 lbs. --- 
30 pieces white piteaniey 30 6476977 7%" Black 100 18 lbs. -- 
i d (22~18 AWG), 20 pi bli 7 
(16-14 AWG), and 10 pieces yellow (12-10 AWG) 6476978 74" Black 1000 18 Ibs. 


SKU: Size 6476980 38° Black 100 50 lbs. 1.98 
g6v0392 90 pckit 30.09 SE te oe | 
* Black 100 40lbs. — 
9670393 50 pc white (26-24AWG) = : . 
aEyiaaa Spied GTEAWG 6476983 11% Black 1000 40lbs.. — 
p a = 6476984. 11% Black 100 50lbs. — 
anys cee ee = 6476985 14% Black 100 120 Ibs. — 


S6Y0395 = 50 peyellow (12-10 AWG) — 6416986 15% Black 100.50 lbs. 
6416987 19%" Black 100 50 lbs. 6.16 


4579692 4579688 4579695 4579696 4579697 4579698 Ziplock Type Storage Bags 
. eThousands of uses eldeal in service repair for storing 
cables, remotes or owner's manuals for customers ¢Same 
bags used in our shipping department ¢100 per package 


NTE NTE Fase NTE’ ewe) NTE ens NTE mum 


SKU: Size 

50B5071 3'x 5" -- 
18M5842 4"x7' = 
2973962 5" x 10" _ 
3806599 8" x 10" _ 


| oe 


ELECTRONICS, INC. 


Thin Wall Heat Shrink Assortment Kits 4579694 = BGWORES = AST9GG = 4579691 
Great for a variety of applications like connecting wires, insulating connectors and much more ¢2:1 ratio DrO-POWER @) 
SKU: Mfr. # Description Length Color : . 
4579692 HS-ASST-2 158 pieces with various quantities of %s' (60),%" (40), Ys" (20), 2%" — Black — pene peated ee 
YA (1 8), y (10) yh" (1 0) dia. manufactured for use in outdoor environments *Permanent 
4519693 HS-ASST-3 158 pieces with various quantities of “c' (60), %' (40),%6' (20), 2%" Red = locking eUV resist black ePacks of 100 
vs" (18), %" (10) 4%" (10) dia. SKU: Length Width 
45T9699 HS-ASST-9 160 pieces with various quantities of 4c" (60), ¥42" (35), %" (25), 4" Assorted --~- 6476993 4.75" Ac — 
Ye" (20), 4" (10), %" (10) dia. 6476994 5.5" ea _ 
4579688 HS-ASST-1 24 pieces with four each of 3/32", %', %e', 4", %', and %' diameters 6" Black —_ 6476995 5.5" y' _ 
4519694 HS-ASST-4 24 pieces with four each of “c", %2", %", Ye’, %', and %" diameters 4" Black _ 6476996 6.25" Ha" _ 
4579695 HS-ASST-5 10 pieces with various colored %' pieces 6" Assorted = --- 6416997 6.25" Ae -_- 
4519696 HS-ASST-6 10 pieces with various colored %c' pieces 6" Assorted --- 6476998 Tas" Yea" _- 
4519697 HS-ASST-7 10 pieces with various colored 4" pieces 6" Assorted --- 6476999 Lie As" _ 
45179698 HS-ASST-8 10 pieces with various colored %' pieces 6" Assorted --- 6477000 11.75" Yea" _ 
86W6865 HS-ASST-10 10 pieces with various colored “s' pieces ¢ Assorted --- 6477001 11.75" As" _ 
45T9690 HS-ASST-11 10 pieces with various colored %2" pieces 6" Assorted --- 6477002 14.5" hc" a 


4519691 HS-ASST-12 10 pieces with various colored %" pieces 6 Assorted --- 6477003 14.5" 1% 4" — 
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LABORATORIES, INC. 


DeoxIT’ Contact Cleaner and Rejuvenator 
elmproves the performance and reliability of all equipment and 
parts *Active ingredients chemically dissolve surface contamination 
(oxides and sulfites) without harm to plastics 


SKU: Mfr. # Size Applicator Solution 

90B7823 D5S-6 5 02. Aerosol spray 5% oo 
84Y7315 D5S-6P 5 02. Perfect Straw aerosol spray 5% = 
95K3813 DN5S-6N 5.75 02. Aerosol spray 5% _ 
2901817 DP5S-6 5 02. Pump spray 25% 29.35 
2507559 D100S-2 2 02. Aerosol spray 100% a 
2309717 D100P 0.2 02. Pen 100% 25.15 
32R8516 K-DiW-25 25 wipes Presaturated wipe 100% 23.05 
2309718 D50W 50 wipes Presaturated wipe 100% = 
84Y7314 D100L-16BX .05 02 Mini Vial with Brush 100% 8.35 
1003094 D100L-2DB 0.25 oz. Vial with brush 100% _ 
98B6479 D100L-25C 0.845 oz. Bottle with needle 100% 40.90 


LABORATORIES, INC. 


DeoxIT’ Gold 

Unique contact cleaner, conditioner, enhancer, lubricant and protectant for 
plated metal surfaces elmproves conductivity ¢On visibly oxidized surfaces, 
pre-treat with DeoxlT’ contact cleaner 


Solution 


SKU: Mfr. # Size Applicator 

2308988 G5S-6 5 02. Aerosol spray 5% _ 
5670990 GN5S-6N 5.75 02. Aerosol spray, non-flammable 5% _ 
95K4325 GN5MS-15 0.5 oz. Aerosol spray, non-flammable 5% = 
2901818 GP5S-6 5 02. Pump spray 25% 39.85 
64M0872 K-G1W-25 25 wipes Presaturated wipes 100% 27.25 
40P4454 G100L-2DB 0.25 02. Vial with brush 100% —_ 
80R3516 G100L-25C 0.845 oz. Bottle with needle 100% _ 


tasoratones.ne DeOXIT® Shield Protector 
°Seals, protects, oxidation deterrent and contact lubricant for harsh 
environments @Use on surfaces pre-cleaned with DeoxIT® or newly 
manufactured metal/electrical connections *lmproves connector performance 
¢Temperature range: -34°~210°C 


Fig. SKU: Mfr. # Description 
A 90B7615 = S5S-6 Spray, 5% solution, 142 g 
B 7177119 =~ SN5S-6N Spray, 5% solution, 163 g 
C 2907493 S100L-25C Needle dispenser, 

100% solution, 25mL 
D 2507557 = S100L-2DB Vial with brush, 


100% solution, 7.4mL 


Rosin, ods: 
Solderinglhlux 


LABORATORIES, INC. 


No-Clean Soldering Flux 


*No-clean formulation does not require harsh chemicals to remove ¢Makes soldering easier on most metal : y 
types 


SKU: Mfr. # Description 
95Y3988 RSF-R39-8G Syringe 8g 10.45 
953987 RSF-R39-2 Jar 56g 11.50 


DeoxIT® Fader 
Contact Lubricants 


Lubricant for conductive plastics and other sliding 
surfaces elmproves tactile quality of audio, video and data 


applications ¢Non ozone depleting *Temperature range: 
-26°C~150°C 


BORATORIES, INC. 


SKU: Mfr. # Description 

7177009 FN5MS-H15 Spray, 5% solution, 
149 

2209373 F5S-H6 Spray, 5% solution, 28.30 
1429 

2209375 F100S-L2 Spray, 100% solution, 27.25 
579 

2907488 FI00L-25C Needle dispenser, 41.95 
100% solution, 25mL 

7176966 DFG-213-1 Grease, 100% 24.10 


solution, 28 g 


LABORATORIES, INC. 


Lithium Grease 


®Good lubrication and excellent wear 
resistance ®Provides all-weather protection 
for electrical and mechanical applications ¢10 
oz aerosol can °#200-580 includes Deoxlt 
deoxidizing agent for harsh enviroments 


SKU: Mfr. # Description 
95Y3828 L206S-N10 Lithium grease 9.40 
95Y3829 L260S-N10D With Deoxlt 


LABORATORIES, INC. 


Citrus Cleaner 

eRemoves stains and sticky stuff ¢Fast 
evaporating with zero residue *Safe for 
most surfaces ®10 oz aerosol can eMfr. 
#DCC-V810 


SKU: 95Y3535 ................ _ 


LABORATORIES, INC. 


White Board Cleaner 

*Cleans and protects dry erase board 
surfaces Non-toxic *Removes stains, 
ghosting, dust, dirt, and grime Just spray 
and wipe! eMfr. # CL-WBC-8 


SKU: 95Y3408............ 


Visit newark.com for full list on all of the products 
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LABORATORIES, INC. 


Industrial Size 
Screen Cleaner 


Professional quality 
screen cleaner is safe on 
LCD, plasma, touch, and 


4 LABORATORIES, INC. CRT screens @Alcohol, 
eaaaiil LAGORATORIES, INC : . i i and ammonia free 12" x 
Fiber Optic Cleaning Kit Screen Gleaner Spray Kit with Cloth 12" microfiber cloth #22 oz. 


Screen cleaning kits for use on LCD, plasma, CRT, touch 


and other sensitive screens *Alcohol free 2 oz. bottle spray bottle 


°Extremely cost-efficient fiber cleaning solution *For most 


1.25 and 2.5mm connectors eIncludes cleaning fluid, duster, ¢Micro-fiber cloth eMfr. #CCS-502 SKU: 74R7541 15.70 
cleaning sticks, swabs, and cloth ePackaged in durable case SKU: 14N8098 ag sae ts egw ee Ae ae 
SKU: Mfr. # Description : T4N8098 ... 2. eee — 
95Y3725 K-F079 Fiber optic co . r 
j j R Non Spill 
Cleaning kit —emashna soldering Flux — 
95Y3626 FCFIOOPS-2 450ml fiber _ i \ —_ iy 
cleaning fluid 
95Y3627 FCF100PS-4 100ml fiber _ cA 
cleaning fluid eg ee ey 
: Grant Rosin Soldering Flux 
rei ene *Makes soldering easier with a 
DustALL™ Pro more reliable results *Removable a / 
Quickly removes dust, dirt and other particles with a cloth or solvent ¢Non-spill i _ di 
from various surfaces *Non-flammable and consistency *Non-corrosive 
Non-ozone depleting *Easy spray trigger valve SKU: Description 
a 030971 2 oz container 
ee SKU: 97W4965.............. a ! = 
Val-U Contact Cleaner Wash 953989 8 oz container = 
*Clean switches, relays, contacts, connectors, 95Y3990 8 gram syringe 9.40 


parts, and components *Evaporates quickly 
with no residue *Adjustable flow valve ¢10 oz. 
aerosol ¢Mfr. #DCC-V510 


SKU! S6T0797.. o0 2c ee ah ine =” 


LABORATORIES, INC. 


CircuitWriter® Conductive Ink Pen 


Silver based solution makes .5g instant traces on epoxy, 
glass, plastic, metal eMfr. #CW100P 


SKU: 96B4854..................... oo 


LABORATORIES, INC. 


Duster 


eQuickly remove dust from surfaces and 
equipment ¢152a propellant ©10 oz. can eMfr. 
#CCS-2000 


SKU: 14N9959... 2.2.2.0... _ 


LABORATORIES, INC. 


Val-U Degreaser Wash 

eLight-duty cleaning for electric equipment, 
machinery, and metal parts *eEvaporates 
quickly with no residue eAdjustable flow valve 
°100z aerosol Mfr. #DDW-V610 


SKU: 56T0766.............. =” 


LABORATORIES, INC. 


CaiKote™ 44 
Conductive Coating 


eRepairs membrane buttons, 
keyboard buttons, and other 
carbon based conductive 
surfaces that have worn out 
eMfr. #K-CK44-G 


SKU: 64M0871.................0000. _ 


LABORATORIES, INC. 


Label and Adhesive Remover 
Easily removes labels, tape, marker, decals, 
and other substances °Citrus-based Safe 
on most surfaces *Evaporates quickly 

with zero residue ¢10 oz aerosol can eMfr. 
#DLR-V910 


SKU: 84Y9081............. _ 


LABORATORIES, INC. 


Val-U Flux Wash 


*Clean and remove fluxes, light oils, waxes, 
grease, and silicone eAdjustable flow valve 
°10 oz Mfr. #DFW-V710 


SKU: 56T0771.............. _ 


tsorrorzsme. A/V Survival Kit 


eEmergency preparedness is a smart idea in any occasion ¢Caig has specially 
designed these kits, packed in a protective kit box, to cover your needs in 
different environments *See www.MCMelectronics.com for complete info 


SKU ASWGE286..0.. cc ccccncaeccteciecaadiacweaaaeua 52.45 


100-Pack Cotton Pointer Swabs 


Fine cotton tip pointer swabs with wood handle eSize: 3" 
handle length, .5mm~2.3mm head 


SKU: 53R1534.................-.2.. 29.35 
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/'T7W Chemtronics 


Freeze Spray 
Safe on plastics ¢Nonflammable eCFC/HCFC 
free #10 oz. can eMfr. #ES1052 


SKU: 2505649 ................ _ 


//TW Chemtronics 
Tun-0-Wash 


Effectively cleans, degreases and removes 
oxidation from electronic equipment, in one 
step. No rinsing is required. Deep penetration, 
instant evaporation and zero ozone depletion 
potential, make this the ideal choice for tuners, 
potentiometers, controls and PC boards. 
HCFC/CFC free. Not for use on energized 
equipment. ¢12.5 oz. eMfr. #ES2400 


SKU: G9B2227 6 es- ie. cne si ecshe senczce _ 


TW Chemtronics 
12 oz. Flux-Off’ No Clean Plus 


eRemoves white residue *Ozone safe *Dries 
fast eLeaves no residue ¢Mfr. #ES1696 


SKU: 21M5110..............5 = 


//TW Chemtronics 
Electro-Wash° PX 


Fast drying cleaner and degreaser safe for 
most plastics. High pressure aerosol cleans 
soils, oxidation and contaminants. Low surface 
tension and high purity allow precision cleaning, 
even under components. No ozone depleting 
compounds, HCFC/CFC free. Not for use on 
energized equipment. Designed for use on PC 
boards, contacts, controls, meters, motors and 
other electronic assemblies. 12.5 oz. can eMfr. 
#ES1210 od 


SKU: 96B0413..................00.. _ 


TW Chemtronics 


100-Pack Isopropyl Alcohol Wipes 

Ultra pure mixture of 70% IPA and 30% deionized water 
Removes contamination and kills viruses on most surfaces 
eHigh absorbency and liquid retention eHolds up to the most 
rigorous scrubbing ®100 C-fold wipes in resealable container 


SKU! 74RI619 2.0 eiavice cles calne Gale eis 31.89 


sia 
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10 oz. Economy Duster 

eRegular velocity *Warning: Flammable 
eNon-ozone depleting *Moisture free gas 
eHFC-152a eMfr. #1673-10S 


SKU: 21M5110............. — 
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0021957 


05H7413 


64M0937 2077267 


_>. 
Sp Tectspray 
Isopropyl Alcohol 


°99% pure, anhydrous isopropyl alcohol for general purpose 
cleaning ¢Can be used as a thinner for most fluxes ¢Rapid 
evaporation, non-aggressive 


SKU: Mfr. # Description 

0021957 = 1610-P 16 oz. bottle _ 

2077268 =1610-PT 16 oz. bottle _ 
with spray trigger 

64M0937 = 1610-100DSP 100 wipesina _ 
pop-up container 

05H7413 = 1610-50pk 50 individually ~ 
packaged wipes 

2077267 ~=1608-100BX 100 wipes in 29.22 


reclosable tub 


= 
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ep Tecrspray 
E-Line™ Flux Remover 


Proven effective in lead-free environments, 
safe on plastics and rapidly evaporating. 
Ecoline flux remover dissolves type R, RMA, 
SA, and most no-clean fluxes. Features: 
Cleans flux from lead-free soldering 
eRemove no-clean fluxes *Safe on plastics 
¢Non-corrosive *Rapidly evaporating ¢Zero 
residue *Available in a 10 oz. aerosol can 
eMfr. #1621-10S 


SKU! DOZ1964 «2 cies teed cade eed as _ 


bSi 


BOB SMITH 
INDUSTRIES 


Super Thin Insta-Cure Adhesive 
*Cyanoacrylate adhesive eWater-thin 
viscosity that wicks deep into joints ¢Dries 
clear Excellent for use with balsa wood and 
ceramics 


SKU: Bottle Size 
31AC7689 10z 5.99 
31AC5324 2 0z ut 


bSi 

BOB SMITH 

INDUSTRIES 

Odorless Foam-Safe Adhesive 
*Cyanoacrylate adhesive eCures to a 
more flexible consistency for better shock 
absorbtion. ¢Dries colorless, or light yellow 


°Great for use with rubber or white foam 
°1 oz. 


SKU: 31AC4492.........---. e000 eee a 


bSi 
BOB SMITH 


INDUSTRIES 


Un-Cure CA Debonder 


eCyanoacrylate debonder *Dissolves the CA 
adhesive in about a minute eWill soften most 
plastics ¢1 oz. 


SKU! STACT692 oe cu05oecccee ds Sten ee _ 


bSi ll 


OB SMITH cz 
INDUSTIES ea 
Insta-Set CA Accelerator iS 
*Cyanoacrylate accelerator eActs as an s 
accelerator that allows CAs to quickly cure in 
thick layers z= 

SKU: Bottle Size Bottle Type 

31AC7690 20z Pump Spray 5.99 

31AC7691 8 0z Refill _ 


bSi 
BOB SMITH 


INDUSTRIES 


IC-Loc Red Threadlocker 

Medium thickness, high strength threadlock 
*Fasteners are permanently together and cannot 
be disassembled ¢Dries red °34 oz. 


SKU: 31AC4521............. 0.000008 


Visit newark.com for full list on all of the products 
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454 Instant Adhesive 


*General purpose surface insensitive adhesive eldeal 
for porous materials including metal, plastic or rubber 
eNonflowing gel *Bonds instantly °.1 oz. 


SKU: 7AC6686: 3050) ecco satientene ees _ 


| 
AOCTITEs — PINASSA 


495 


£523 Instant apHesive 
ner wr. 0.10 02. (98) 


LOGT 7 M E Super Bonder 495 


°General purpose instant adhesive ideal for bonding rubber, 
metal and plastic parts with gaps °.1 oz. 


SKU: 8500209 .................00008. i 


LOCTITE — 


Superbonder® A | 
495 


Instant Adhesives 


eBonds strength up to 3500 psi 
eTemperature range: -65°~180°F | 
Clear in color #1 oz. bottle j 


SKU: Mfr. # Description 
8500214 416 Gap filling a 
05H8320 495 General purpose _ 


LOCGTITE. iy 


Black Max’ 380 Adhesive 


eUsed by a variety of speaker manufacturers f 
to bond all the joints of the speakers, except I 
for the ferrite components *High temperature 
resistance (up to 250°F) and toughness make / 
ocriTe :} 


it a must for automotive speakers *Bonds 

2~5 times better than other instant adhesives, 
at room temperature ¢One part, no mixing, | 
can be used for potting and better than most | 
epoxies *Maximum cure time: 80% in 24 hours | 
and 100% in 120 hours Black in color X 


SKU: Size 
6175069 0.10 oz. tube _ 
05H8122 1 oz. bottle _ 


LOCTITE. 


Black Contact Adhesive 


Professional contact adhesive that blends with 
black colored moldings and weather stripping 
materials eWithstands temperature extremes 
and is resistant to gasoline, kerosene, and other 
solvents ¢Fast drying, waterproof ®5 oz. tube 


SKU: 04M2483.................000. 


WD-40® 
eThe classic WD-40 aerosol formula that 
stops squeaks, protects metal, loosens 
rusted parts, displaces moisture and 

over 2,000 more uses #12 cans per case 
Smart Straw: *Never lose your straw with 
the Smart Straw found on select sizes 

Big Blast: eQuickly coat tools and large 
amounts of parts with the special wide spray 
nozzle No-Mess Pen: eWD-40 where you 
want it; will not run or drip 


SKU: Description 


SMART 


‘Wren Lose THe 


5672038 3 oz. Handy can as 
08P0754 8 oz. Smart straw —- 
12M4191 12 oz. Smart straw _ 
12M4191 16 oz. Industrial size _ 


RUST RELEASE 
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Specialist™ Line Products 
*Best-in class specialty products 
provide solutions for specific jobs 
See MCMelectronics.com for further 
information on each item 


SKU: Description Size 

93T9046 Rust release penetrant spray 110z.. -- 

93T9684 Water resistant silicone loz -- 
lubricant 

95W1751 Dirt and dust resistant dry lube 10 0z. -- 

95W1753 Electrical contact cleaner 11oz - 


[SUREHOLD | 


Plastic Surgery™ 

eEngineered to “bite” into plastic materials ¢Drip-proof, clog 
proof applicator tip provides a fine, controlled flow ¢3 gram 
applicator 


SKU: 64M0994..................00.. = 


Super Glue 

¢Drip-proof, clog proof applicator tip provides a fine, 
controlled flow ePatented cap design keeps glue from drying 
out elndustrial strength ¢10 gram applicator 


SKU: G4M0995 . <a. ee ce ee eee os 


MCM ELECTRONICS TOOL 


9 oz. Contact Cleaner 

°Cleans and restores relays, controls, 
switches, attenuators and thermostats on 
electronic equipment *Leaves no residue 


and will not harm plastics or insulators 
eMfr. #11118 


SKU: 96B8478........... 10,59 


Rubber Drive Cleaner 

°Cleans and revitalizes rubber eRemoves 
glazing effect on old belts and idler wheels 
°1 oz. 


SKU: 7301088 ............. _ 


Plas-T-Pair 

This two part kit can be used 
as an extremely strong fast a > 
setting, waterproof glue; which | 

will bond almost any material Plas-T-Palr Plas-FPalf 
*No clamps or pressure is ee % | 
needed °30cc Plas-T-Pair 
liquid, 24 grams Plas-T- 
Pair powder and precision 
eyedropper 


SKU: S6B5688 ...2cccctcevceascavnw 12.49 


Silicone Heat Sink Compound 


Used for heat transfer from semiconductor devices to 
mounting points eWill not dry or harden ¢1 oz. tube, white 


SKU! 2409025 ec cage ets cogs ones bands 9.60 


Super Glue Six Pack 


eExtra strength formula bonds non-porous surfaces instantly 
Dries clear ¢3g tubes eMfr. #351 


SKU? 2018998 Sai acdc eis cee cians Saved pede 


4 CM ELECTRONICS TO 


eos > J-Hooks (@) @) 


eldeal for Telcom, network, broadband, satellite, CCTV, 
fiber and flexible conduit applications eMade from strong 
galvanized steel ePre-assembled attachments eCable cage 
J-hooks are over-molded with polypropylene for smooth 
cable glide 


Fig. SKU: Mfr. # Description Size 


Standard J-Hooks 


A 5277861 JH12-100 “%'standard 12 :.1.64 


A 5277867 JH32-100  2'standard 32 3.46 


B 5277873 JH64AC-25 4" 90° 64 184.22 


C 5277863 JH12W-100 %4'batwing 12 260.45 
Cable Cage Polypropylene J-Hooks 


D _80R3077 CCP16-100 {'standard 16 -— 


G _80R3080 CCP32-100 2'standard 32 -- 


M  80R3084 CCP48AC-25 3" 90° 


RISB 


BongoTies® 
Easy to apply and remove ®*Patented button-type 
design for a positive secure closure *Stretches 
up to 24" eMade of natural rubber and bamboo 
Bag of ten 


SKU S4MG027 oi osc aes ec aedanin cada, 6.73 


se. 


Modular Plug Crimp Tool 

¢Crimp tool contains three separate crimp cavities for a 
variety of terminations including: eRatchet mechanism with 
quick release assures optimum termination ¢For use with 
the following modular plug connectors, stranded and solid: 
RU-45 Cat 3/5/5e/6, RU-12 and RJ-11 Mfr. #12503 


SKU TAR 298 oie ana daice Saks daleware 38.18 


TINUM(. 
Lee 


EZ RJPRO™ HD Crimp Tool Kit 


Built-in wire cutters and strippers ¢Crimps and trims 
extended wire in EZ connectors in a single cycle 
Compatible with all other RU-45, RJ-12 and RJ-11 modular 
plug connectors except AMP eKit includes EZ-RUPRO™ HD 
crimp tool and 50 EZ-RJ45® connectors 


SKU: Mfr. # Description 

74R1289 = 100016MCM _iKit 129.00 
74R1290 ~—-100054C Crimp tool only 94.53 
1378759 =§=100054BL Four piece 8.72 


replacement blades 


INUM - 
LS SS V-Notch Wire Stripper 


eDesigned with a precision ground “V" notch blade for 
superior stripping results on various types of wire jacket 
insulations *Spring loaded with locking latch *Looping holes 
for solid wire eAdjustable blade easily strips and cuts 10-24 
AWG wire eBlack oxide coating *High carbon steel *Vinyl 
cushion grips provide excellent comfort Mfr. #15001 


SKU: BOR4638 .. 200s es vere eee eae 9.08 


Bessie l 


Pro Drywall Saw 
The teeth are precision-ground for fast and effortless 
cutting *Extra-thick blade prevents bending and breaking 
eHeavy-duty handle with non-slip grip *Mfr. #10711 


SKU: 80R4532.................000. —_ 


#22-11150 


#22-11152 


INUM . 
ProStrip Wire 
Strippers 


¢Cut and chase 
threads on '%2 
and ®2 bolts 
¢Precision-ground 
strip nest ¢Curved 
blade for easier, 
cleaner cuts eHoles 
in jaw for looping 
wire with sizes 
marked on both 
sides of blade to fit 
left or right handed 


» 0 
RETIN, 


EZ-SnapJack RJ45 Keystone Inserts 


Much like the EZ-RJ45 connectors, these keystone jacks 
are incredibly easy to install, and are a perfect match to the 
Adaptiplate™ keystone wall plates. Simple self-terminating 
re-usable two-piece design requires no punch-down tool. 
Just strip the outer jacket, put the conductors through the 
removable color coded wire guide, trim any excess, insert 
the wire guide into the jack, and snap it together. Sold 
individually. 


SKU: Color 
Category 5e Jacks 

80R7437 Blue 
80R7442 Orange 
80R7444 White 
Category 6 Jacks 

80R7448 Blue 
80R7455 White 


Single Gang Structured Wiring Wall Plate 
Compatible with most industry standard keystone jacks and 
EZ-SnapJacks *Engineered to prevent possible fracturing 
from over tighten screws *One-piece, single-gang, 4 Y2" X 2 
%" elncludes color matching mounting screws *White 


SKU! 84V 8102). scsi etadadiega — 


Ste ae 


Structured Wiring Patch Panels 

eWall Mount / Vertical Designs ¢Shielded and Unshielded 
Meets ANSI/EIA/TIA 568C.2 Standard ¢Solid or stranded 
22 thru 26 AWG wire 


users ¢Serrated SKU: Type Ports 
Li eBlack 7 
ide Reich a Unsheilded 
*Geometrically 84Y8118 Cat5e 12 28.06 
designed handles require less hand-force to cut 8478120 Caté6 12 33.68 
SKU: Mfr. # Rated 84Y8122 Cat6 24 73.04 
80R4639 15003 10~20 AWG ae Shielded 
80R4640 15005 16~30 AWG 16.01 84Y8124 Cat6 24 — 


Visit newark.com for full list on all of the products 
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Cyclops Wire Jacket Stripper 
Connector Pressing Telcom Pliers 
¢Crimps UG, UR, UB and UY style connectors *Meets 


°Self-adjusts to automatically cut PVC, plenum and others 
without damaging them Accepts cable diameters to .43" 

Bell specifications ¢Compatible with other telcom splice 

connectors Built-in side cutter and coil spring *Built-in stop 


(1mm) eMfr. #15010 

SRS SOR AGA scicces sec cris ale evateodieem sted cies 32.08 
SKU: Mfr. # Description 
1376429 12100 Pliers 16.84 
1376741 18110 UR splice connectors 100/Box18.00 
1316742 18120 UY splice connectors 100/Box16.00 
1316743 18130 UB splice connectors 100/Box --- 


ia Performance 
lt fool Can Wrench 


Connects wires to fuses and tightens nuts on binding post 
terminals *Double ended %%" and ‘/6" hex sockets @Thin wall 
design is ideal for accessing tight places *High carbon, heat 
treated steel 


SKUSTSIG?AG: oo ceed v ans eenvensaraue 12.74 


TINUM . 


Professional HD Twisted Pair and Coaxial 
kit Kit 


ProStrip 25R Cable Stripper 

°RG-6 and RG-59 cable stripping ports ¢RGB/mini 59 cable 
stripping port for 23, 24, 25 AWG center conductor cables 
elndustry standard '4" (6mm) strip length 


Includes: tools needed for twisted pair and coaxial : anti 

terminations ¢SealSmart compression and EZ-RUPRO HD SKU: Mit Description - 

crimp tools *F connector assembly removal tool Cable 80R4642 15028 ~ProStrip coax strippers. --- 
cutter and two types of wire strippers ¢Pro punchdown tool 84R8685 15029 Replacement cartridge = 


with 110 blade 
SKU: 5279009 0 ceded ace es 71.35 


HD Twisted Pair and Coaxial Kit 


*Contains tools needed for telephone and data wiring 
installations eIncludes: punchdown tool with 66 and 110 
blades eEZ-RUPRO HD crimp tool and bag of 10 EZ-RJ45 
Cat 5/5e connectors °6-in-1 screwdriver, cable cutters and 
cable strippers *Zippered tool case with handles 


SKU! VST7999 = occ ccc cise eects cee edie om 


TINUM . 
LS SS 


Double-Ended Coaxial Stripper 


Removes cable jacket and inner conductors in a single step 


Rico | 
‘COOLS =~ 


eWorks with RG7, RG11, RG213, RG8, RG59, RG6 and 
RG6 quad cables ¢Provide a V4" braid, 2-level strip *Preset 
so no adjustments are required 


SKU! 5218989 2.003.503 eaten oon oo 


Sealsmart Il Compression Tool 

eTerminates F, BNC and RCA connectors without switching 
adapters eUse on RG6, RG6 Quad, RG59, RGB/Mini 

59, 23, 24 and 25 AWG cable *Compact and lightweight 


eAdjustable crimp height 
SKU! VSTE701 sic ee cia ie wens 32.08 


Ricous _ 
OOLS 


Professional HD Twisted Pair and Coaxial 
kit Kit 

Includes: tools needed for twisted pair and coaxial 
terminations eSealSmart compression and EZ-RJUPRO HD 
crimp tools *F connector assembly removal tool *Cable 


cutter and two types of wire strippers Pro punchdown tool 
with 110 blade 


SKU! 131997 = oc acs eee eee eee cere - 


Se 
PROAMP™ Crimp Tool 

Provides consistent and repeating terminations every time 
*Cuts, strips and crimps all in one tool ¢Terminates AMP- 
style RJ-45, RJ-11 and RJ-12 modular plugs *Cuts and 


strips Cat 5e, Cat 5 and Cat 6 cables Terminations meet 
FCC requirements ¢Mfr. #100055C 


SKUS 5218923... ccecaccewsaecsonsen eee 74.92 


Cable Jacket Slitter and Stripping Tool 
eQuickly and precisely removes insulation from round cables 
eLongitudinal and spiral slitting and ringing eBlade adjusts 
for jacket thickness of 0.125" ¢Can be used with single 
conductor stranded and solid conductor cable 


SKU: 1916858... c:.2 ees eee eae eas oo 


== MCM ELECTRONICS TOOLS 


TINUM.. 
Fos LS SD 
CCS-6 Cable Cutter 


eDesigned to cut coaxial cable with steel center conductors 
eCuts through copper and aluminum cable Fully tested to 
10,000 cuts with no degradation to blades eMade of SCM 
440 steel eLength: 6.3" 


SKU: 26W5964.......00.0.000. 0... = 


5" Scissor-Run Electrician’s Scissors 


Smooth cutting action and scissor run design ideal for 
cutting Kevlar®, foil and wire ¢Cuts solid wire up to 16AWG 
and stranded wire up to 12AWG eStripping notches for 19 
and 23AWG wire eFull serrated bottom blade for non-slip 
cutting *Mfr. #10517C 


SKU: 26W5966.........00. 0 — 


TIN 
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BR1 Multi-Stripper 


Professional cable and wire 
stripper/cutter for most cable 
types and sizes Coax cassette 
blades are pre-set *Adjustable 
stripper for twisted pair and audio 
cables eCutters for both cable and 
wire conductors elncludes braid comb, Velcro, for folding 
the braid back over the cable jacket ¢Mfr. #15041C 


SKU: 26W5996 ....................... 15.72 


PRO-Strike™ Punchdown Tool 


Terminates and cuts Cat3/5/5e/6 cables *Spring loaded 
for fast wire seating and termination elntegrated hook to 
feed or remove wires ¢Integrated spudger to use as insert 
tool or to clean debris *Adjustable force impact settings 


SKU: Description 

06X8582 Punchdown tool with 66 and 66.72 
110 blade 

06X8583 Punchdown tool with 66/110 53.50 
combo blade 


Tele-TitanXG™ Crimp Tool 


¢Crimps Cat6E, Cat6A and Cat7 cables *Uses straight 
action vertical crimping force *Crimps with minimal hand 
force Specifically made for terminating #106190/106192C 
connectors 


SKU: Mfr. # Description 

O6X8572 812515 Tele-Titan XG™ 47.12 
crimp tool 

06X8564 106190 RJ45 Cat6A/10Gig 1.31 
shielded connector with liner 

06X8565 106192C RJ45 Cat6A/10Gig ae 
shielded connectors 
with liner - 50 per bag 

06X8566 106194 Spare 10 Gig liners _ 


for connectors - 50 per bag 


10Gig Termination Kit 


Solution for terminating larger cables like Cat6E, Cat6A, 
Cat7 and larger Cat5e/6 Ethernet cables for audio, video 
and data applications eKit includes the Tele-TitanXg® (MCM 
#22-20885) crimp tool, Cyclops®2 (MCM #22-11155) cable 
jacket stripper, CT-360 (MCM #22-20905) external ground 
crimp tool and 100 RJ45 Cat6A/10Gig shielded connectors 
°Tele-TitanXg® terminates Cat6A/10Gig connectors 
*Cyclops®2 self-adjusts to score PVC, Plenum and more 
without damaging *CT-360 provides 360° crimp on external 
ground tab of RJ45 connectors 


SKU: Mfr. # Description 
06X9464 90170 10Gig termination kit 257.04 
06X8564 106190 RJ45 Cat6A/10Gig 1.31 


shielded connector with liner 


06X8565 106192C RJ45 Cat6A/10Gig — 
shielded connectors 
with liner - 50 per bag 


06X8566 106194 


Spare 10 Gig liners for = --- 
connectors - 50 per bag 


COOLS < 
Open Barrel Crimp Tool 


Provides electrical crimp and strain relief crimp 
simultaneously *Precision ground and heat treated 
crimping cavities ¢Spring loaded handles for ease of use 
°22~24AWG and 18-20AWG wire ranges Built in wire 
cutter 


SKU: 06X8608 ......................... 28.22 


RSsisee. 
f ~ 10" Euro Crimp Tools 


¢Crimp insulated terminals up to 10AWG and non-insulted 
terminals up to 8AWG eCrimp dies available for “F", BNC, 
TNC, SMB, SMA and “N" series connectors *Works with 
die sets from other crimp tools *Delivers high crimp force 

with less effort 


SKU: Description 


06X8613 Euro crimp tool — frame only _ 
06X8627 —_Die set for Coax BNC/TNC/HDTV 16.81 
06X8633 ~—Die set for SMA/SMB/ 16.81 


Mini59/BNC/TNC/Mini UHF 


EZ-RJPRO™ Termination Pod 


°EZ-RJPRO HD Crimp tool eJacket stripper ¢Electrician’s 
scissors ¢CatSe EZ connectors (100), Cat6 EZ connectors 
(100), and RJ12/11 EZ connectors 


SKU: S5X1535.. 200 cee ceveeeeeueuns 320.50 


Bsa, 
5" Side Cutting Pliers 


For cutting copper wire or leads up to 16 AWG eMolded 
comfort grip handle Rust resistance black oxide finish 
*Spring action 


SKU! 26V8498 ooo ocean vanveanesdiwevees 12.32 


TINUM.. 


22-in-1 Security Screwdriver Kit 

¢Non-slip comfort bit with high-impact plastic core ¢11 
double sided security style bits Driver handle allows 
custom length of shaft exposed *Security Torx, Security 
Hex, Spanner, Security Robertson, Tri-Wings, Slotted, 
Phillips 


SKU: 26¥8927 «0.2... c ci eee e cae e eens oo 


Visit newark.com for full list on all of the products 
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8-in-1 Ratcheting Stubby Screwdriver 
Full ratcheting mechanism and a for quick tightening and 
loosening of screws *Non-slip rubberized grip °6 bits 
(included) store inside cap Includes Phillips, Slotted, and 
Torx bits 


SKU: CAV7046 2 .ccc ate csewe dando uns 14.57 


Xpress Jack Termination Tool 


¢One stroke keystone jack terminations eHeavy duty all 
carbon tool steel construction Designed for 110 type 4 pair 
keystone jacks @Rust resistant black oxide finish eComfort 
grip TPR handles. Reduce hand stress on large jobs with 
prolonged use 


SKU: Description 
31AC4504 Termination tool 79.05 
98Y0062 Replacement die set 42.79 
98Y0063 Leviton die set 42.79 
TINUM.. 
LS SS 
Big Mouth Tool Bag 


°6 spacious interior and exterior pockets for storage 
eWater-resistant canvas construction with nylon stitching for 
durability ¢Collapses flat for storage when not in use 


SKU: S4V7994 . on ccc cn edn ekenenes 39.65 


Pro 6-in-1 Screwdrivers 


¢Comfortable cushion grip handle eMultiple easy-loading bits 
included for various applications ©19002 includes Phillips 

(1, 2), Slotted (3/16 in., 7/32 in.), and Nut Drivers (4", %e") 
©19003 includes Security Torx® (115, T20, T25, T30), and 
Nut Drivers (4", %e") 


SKU: Mfr.# Description 
26Y8524 19002 Standard 16.81 
26Y8525 19003 Security _ 


ous 


Tele-Titan XG 2.0 Combo Pack 


©10Gig termination in a single tool ¢Straight action crimp 
achieved with minimal hand force *Crimps shield with built in 
secondary crimper ¢Terminates to industry specified crimp 
heights eKit includes ten 10Gig connectors 


SKU: 47Y6360 ..................2..202.. 66.94 


TINUM.. 


Pro-Strike Neverdull Punchdown Tool 
Precise, repeatable, and reliable terminations *Terminate 
and cut Cat3/5/5e/6 cables Spring loaded for fast wire 
seating and termination *Built-in hook feeds or removes wire 
Tool includes one 110 NeverDull blade 


SKU: Mfr.# Description 


31AC7693 13156G Toolwith110blade 53.50 
84Y7767 13033C Replacement 66 blade 17.08 


MCM ELECTRONICS TOOL 


33 Piece Precision Driver Set 


eHigh quality chrome vanadium tips for long life *Handle 
adjusts from 5"~9.5" eSmooth rotating cap *Bits included: 
Pozi Drive, Phillips, Slotted, Torx®, Hex, M5 and M6 Socket 


SKU 2OV6020 5.6 aos soe wGae a Guns w65 22.44 


TINUM. 
easy, 
BNC Removal Tool 


Barrel is precision machined from high strength tool steel 
eUse to insert and remove BNC connectors in tight areas 
eWider barrel slot fits over thicker cables ¢8" length 


SKU: 26Y6444 coos ite ge es Sass — 


Pro Punchdown Tool 
®Spring loaded for fast, low effort wire seating and 
termination ¢Bayonet style blade retention socket is 
compatible with industry standard tools and blades. 
*Color-coded yellow on the cut side of the tool per industry 
standard eAdjustable low and high force impact settings are 
precisely controlled to meet the industry standard 8762D 
spec *Will not damage sensitive circuitry *Spare blade 
storage compartment in the handle eIncludes 66/110 combo 
blade eAvailable blade extension fits industry standard tools 
and blades for getting into tighter spaces 


SKU: 50M1837 ...............0... _ 


FrSsIteM, 
Heavy Duty Cable Tie Gun 


All steel construction for durability and long life Trims 
cable ties flush, eliminating dangerous sharp edges on cable 
ties ¢’4" maximum capacity *Tension adjustment wheel 


SKU: 26Y8430 ................2..00005. 39.27 


CM ELECTRONICS TOOLS 
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Exo Crimp Tools 
Die sets are easily 

interchangeable eReversible die 
sets for ambidextrous operation 
*Connectors lock into die set port for 
easier crimping ePush button lock for easy 
storage *Ergonomic Comfort Grip TPR Handles 


SKU: Description 


31AC4448 Frame w/ Exo-EX Die 101.96 

31AC4449 Frame w/ EZ-RJ45 Die 101.96 

31AC4451 Exo-EX Die 54.10 

31AC4453 EZ-RJ45 Die 54.63 

31AC4450 Replacement blades _ 
for Exo-EX Die 

31AC4452 Replacement blades _ 
for EZ-RJ45 Die 

31AC4446 50 ct. RJ45 connectors _ 
for Exo-EX 

31AC4557 100 ct. RU45 connectors — 
for Exo-EX 

31AC4447 50 ct. RJ45 connectors 47.34 
for EZ-RJ45 

31AC4558 100 ct. RU45 connectors 93.29 
for EZ-RJ45 


HA 
Cut-N-Strip 


¢Self-adjusting stripping jaws, no stripping holes to locate 
¢Full-flush cutting jaws *For use with 26AWG~14AWG wire 
elnduction hardened stainless steel for long life 


SRUS A2MASSG oe ace ca ta wane ce cena 13.15 


TINUM _ 
‘COOLS 


EZ-RJ12/11 Connectors 


eEZ-RJ12/11 connector simplifies twisted pair terminations 
Allows technician to easily verify the proper wiring order 


Tele-TitanXG™ Crimp Tool 

¢Crimps Cat6E, Cat6A and Cat7 cables *Uses straight 
action vertical crimping force ¢Crimps with minimal hand 
force Specifically made for terminating #106190/106192C 
connectors 


SKU: Mfr. # Description 

06X8572 #812515 —‘Tele-Titan XG™ 47.12 
crimp tool 

06X8564 106190 RJ45 Cat6A/10Gig 1.31 
shielded connector with liner 

06X8565 106192C RJ45 Cat6A/10Gig _ 


shielded connectors 
with liner - 50 per bag 


06X8566 106194 Spare 10 Gig liners _ 


for connectors - 50 per bag 


97H7355 


sures SS SS Py, 


PSS ; 95K8416 


EZ-RJ45 Category 4/6 Connector 
System 


eSimple one piece design @No bars or liners 
ePatented crimp tool works for RJ-45 and RJ- 
11/12 connectors *Use in Cat 5e and 6 networks and patch 
cords @UL rated Made in the USA 


SKU: Description 

Tools 

59J7169 — Cable jacket stripper 12.80 

0133114 EZ RJ-45 crimp tool 52.70 

Kits 

97H7355 EZ RJ-45 kit - crimp tool + 95.00 
50 Cat 5e connectors 

95K8416 EZ RJ-45 Cat 6+ combo - 30.25 


30 connectors and strain reliefs 
EZ-RJ45 Connectors 


31AC7681 Blue EZ-RJ45 Cat6 — 40pk 
97H7362 EZ RJ-45 Cat 5e - 50pk 34.75 
79X3888 08X2890 EZ RJ-45 Cat 6+ - 50pk 39.27 
NUM. 6140642 EZ RJ-45 Cat 6+ - 500pk 360.00 
Q6AC3903 EZ RJ-45 Catde - 100pk 68.24 
Gel Filled Splicing 26Y8547 ~—_—-EZ-RJ45 Cat6 - 100pk 75.45 
Connectors Shielded Connectors 
These connectors utilize 79X3875 — EZ-RJ45 Cat5e — 50pk 81.50 
insulation displacement contact 79X3877 EZ-RJ45 Cat6 — 50pk = 
design for fast, simple and reliable 7 TaEaa 
terminations No stripping required Strain Reliefs 
and connectors are gel filled to provide moisture 42Y2630 EZ RJ-45 Cat 6+ 10.96 
resistance and inhibit corrosion *Packaged in clamshell combo blue strain reliefs - 50pk 
SKU: Mfr. # Pieces Type 80K5175 = EZ RJ-45 Cat 6+ 
79X3888 18111 25 19-26AWG UR 5.76 combo green strain reliefs - 50pk 
26Y8518 18112C 50 19-26AWG UR 11.19 Keystone Jacks 
79X3889 18121 25 22-26AWG UY _5.07 84Y8159 Blue EZ-RJ45 Cate — 50pk 
26Y8519 18122C 100 22-26AWGUY  -— 84Y8162 White EZ-RJ45 Cat 6 — 50pk 
26Y8520 18132C 100 22-26AWG UB _ *For use with the EZ RJ-45 Cat 6+ connectors only 
ese 


EZ-RJ45® CAT5e and 6 +t?) 
Strain Relief -50Pack © ~=® 


Snag proof strain relief designed to be crimped with the 


100-Piece Standard RJ-45 Modular Plugs 


Traditional style plugs for use in terminated cables in both 
telephone and data applications 


EZ-RJ45 plugs @Professional, finished look SKU: Type 
SKU: Type 26Y8436 Cat5e Stranded oe 
26Y8427 Cat5e = 26Y8439 Cat5e Solid 41.61 
26Y8427 Cat6 _ 26Y8441 Cat6 Solid _ 
TINUM |. 
NUM. LS SS y y 

: SealSmart F-Type Coaxial Compression 

Standard High pala ype Goaxal Pomp : 


Performance Network 
Plug — 25 Pack 


eEnhanced performance for Cat5e or Cat6 network 
terminations ¢The internal channels make it quick and easy 


Connectors — 10 Pack 

eSimple, fast, and reliable terminations Perfect for solution, 
CATV, DSS, Security, Home Theater, and Residential 
Structured wiring installations *Works with universal 
compression tool 


prior to termination to prep for termination without using any extra pieces SKU: Type 
SKU: Length Color SKU: Type 95Y9064 RG6 Quad 8.84 
79X3879 —_ 100026C 50 Pack — 268437 Cat5e Stranded 11.05 95Y9065 RG6 _ 
79X3880 100026LTC Long Tabl 50 Pack 21.08 268440 Cat6 Solid 15.26 95Y9066 RG59 _ 


Visit newark.com for full list on all of the products 


True RMS Benchtop Digital Multimeter 
Provides diode and audible continuity test as well as 
4~20mA loop testing *Dual 4000 count, 3'% digit sub displays 
Includes test leads, alligator clip adapters, temperature 
probe, RS-232 and USB interface cables and software *See 
MCMelectronics.com for complete specifications 


SKU: 74M7699..............-20000005 321.98 


Benchtop True RMS Multimeter with USB 


°6,000 count LCD display *True RMS measurement 

°USB interface and data logging software eAC and battery 
operation eldeal for the service bench or in the classroom, 
this unit measures AC/DC voltage and current, resistance, 
capacitance, frequency, transistor hFE and temperature *See 
MCMelectronics.com for complete specifications 


SKU: 10M9694...................000. om 


20,000 Count Benchtop Digital Multimeter 


eManual ranging eMeasure AC/DC voltage and current 
eMeasure resistance, capacitance, frequency, and 
temperature °Test diodes, transistors, and continuity eData 
hold and overload protection eBacklit LCD Includes battery, 
AC power cord, test leads and clips, contact temperature 
probe, multi-purpose test socket, and manual 


SKU! 26Y6880 2.0. c cee enon _ 


Benchtop Digital Multimeter with 
Temperature 


Measures AC/DC voltage and current, resistance, 
capacitance, frequency, transistor hFE and temperature 
Provides diode and audible continuity test functions 
Includes test leads, alligator clip test leads, and temperature 
probe Fused current measurement to 10A 1999 count 


SKU! CORTAG2 2 e:icca oe Rede Be ke Re we 127.78 


MCM ELECTRONICS TEST EQUIPMENT 


TENMa: 


“agsg 2268, 


N° (BBE: 


True RMS Intelligent 


Multimeter with USB 


eAC/DC voltage, AC/ 

DC current, resistance, 
capacitance, temperature 
(°C/°F), frequency, duty cycle, 
and power measurement 
elncredible accuracy *Display 
display plus analog bar graph 
eAuto ranging elncludes test 
leads, manual, battery, alligator 
clip, USB cable, software, 
temperature probe, carry bag, 
test clip, and power adapter 


SKU: 9379151... we ee ee : 


Industrial TRMS 
Digital Multimeter 


°40,000 count display °5-1/2 
digit TRMS accuracy ¢Provides 
AC/DC voltage and current 
measurement, resistance, 
capacitance, temperature 

and frequency measurement 
°Backlit LCD digital and analog 
bargraph display *Non-contact 
voltage detection eContinuity 
and diode test *USB data 
logging *Rugged overmolded 
enclosure with carry case 


SKU: 95Y 2984... eos esd etc cerns Hawes lot 


72-10405 


® 


Professional wo.oior 
Digital Multimeters 


eAuto ranging ¢Measures AC/ 
DC voltage, AC/DC current, 
Resistance, Capacitance, and 
Frequency eTest Continuity, 
Duty Cycle, and Diodes *Backlit 
LCD (except #72-10415) eUSB 
connectivity eAnalog bar graph 
elncludes battery, test leads, 
multi-purpose socket, USB 
interface cable, PC software 
CD, temperature probe 


Count 
_SKU: Description Display Bandwidth 
26W7009 Temperature 4000 45~400Hz | -—- 


a: measurement 
_26W7010 True RMS 
26W7011 True RMS 


6000 45Hz~3KHz_ --- 
22000 45Hz~10KHz --- 


AMkoHznmVpAFACE% f] Gf 


pode 


T=] NcVvAuto RangeMAX-MIN 


TENMA 
True RMS Digital 


Multimeter 

Backlit 6,000 count display 
eAuto ranging with manual 
selectivity *Measures AC/DC 
voltage up to 600V, and AC/DC 
current up to 10A *Measures 
Resistance, Frequency, and 
Capacitance eTest Duty 
Cycle, Continuity, and Diodes 
Measures Temperature 
-40°~1832°F eNon-contact 
voltage alert 


SKU! 26Y8885 2. ise: ek cce ee ee eenindice oe 49. 


TENMA (¢ 
Digital Multimeter 
with Temperature 


°1,999 count display *Measures 
°F and °C temperature 
Measures AC/DC voltage, 
AC/DC current, resistance, 
capacitance frequency and 
temperature. *Included standard 
test leads, plus separate short 
leads eMeets 1000V CATII 
standards 


SKU! 1SP7987 ws cccic eee eee oo 


72-10395 


Pocket Digital 
Multimeter 


eAuto ranging with 

3999 count display 
eMeasures resistance, 
A/C voltage, capacitance, 
and frequency *Tests 
duty cycle, diode, and 
continuity 


SKU ZOW 100 coco dec scedaregtrcee rag dda 39. 


358, 
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Multiple Outlet DC Power Strip 


¢Convenient when a number of permanent items are 
connected to a power supply, while others are routinely 
added and removed *Combined total current capacity 35A 
eTwo sets of heavy-duty, individually fused binding posts, 
current capacity 35A Six sets of 10A binding posts, 15A 
max total capacity 


SKUL9QSH7726 o2. ocesec eck cche ce ee eck eect ec ace 81. 


VoltStick Voltage Tester 


eWaterproof and rugged rubberized grip *¢690V max *Short 
circuit, polarity, phase rotation, and continuity functions 
Built-in LED light 


SKU! 6174828 20. eine ite ce ee bed oe _ 


Vibrating AC Voltage Detector 

eFlashing, beeper, and vibrating indicators to alert use of AC 
voltage *Auto power off eLow battery indication eCAT IV, 
1000V category rating *90~1000VAC 50/60Hz 


SKU! 26W700D.... 00220 ee cae tee eae ees 9.82 


Non-Contact Voltage Detector 


¢Detects presence of AC voltage from 12V ~ 1KV eAudio 
and visual indication *Five segment bargraph display shows 
relative voltage level Built in LED flashlight Dimensions: 1" 
x 1" x 6" eRequires (2) AAA batteries, not included 


SKU: 95Y2982 2.5.02 o ei veered veenas 5.46 


an mae | 


TENMA 


Non-Contact AC Voltage Detector 


eAuto ranging pocket tester provides audio and visual 
verification of the presence of high voltages *Unit will provide 
instant verification of the presence of voltage 


SKU: 50R4602....................000. = 


High Voltage Probe with Meter 


Built-in meter measures voltages up to 40KVDC °Factory 
calibrated at 25KV (+2% accuracy); full scale +3% accuracy 
Input impedence: 6(00Mohm eMeets IEC1010 safety 
requirements °35" ground lead ®Positive polarity only, not for 
microwave ovens 


SKU: BANG 2:50 ca ccdee dans denen avd 84.99 
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72-7770 > 


Compact Digital 
Multimeter a 


¢1,999 count display eCompact Sd 
palm size eProvides square 
wave output °3/4 digit, 1999 
count display measures AC/DC 
voltage, DC current, ohms and 
diode check 


SKU BORIS NT oo. e ie ccse See e eae te ee anne « 


72.9165 
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Environmental Tester 
Digital Multimeter 


°6-in-1: Includes light meter, 
sound level meter, hygrometer, 
thermometer, non- contact voltage 
detector, and multi- function 
multimeter ©4000 count display 
eAuto ranging *See www. 
MCMelectronics.com for full specs } 


SKU: 5776862 ........: oo 


iti 
Combination mnt 
Multimeter and Baie ote 
Network Cable eo —- = 
Tester i LA 


a 
+, Remote 
* Terminator 


2,000 count display 
eAutoranging multimeter 
functions Verifies correct 
wiring of RJ-45, RJ-11, 
RJ-12 and BNC network 
cables *Compact 2-in-1 unit 
provides standard digital 
multimeter functions, as 
well as tests proper pin 
configurations on network 
and voice cables 


SKU! 80R1948 osc is ct ihe tee mead aa eed 46. 


Compact Pocket Multimeter 

elncludes all of the most commonly used DMM functions, 
for a great price Measures AC/DC voltage, DC current and 
resistance elt also test 1.5V and QV batteries under load and 
has a 50Hz reference square wave output 


SKU! P9RO8S2 osc ise td de eke bee | oo 
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Auto Display Backlight 
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Large Display Digital Multimeter 
1,999 count display Measures AC/DC voltage, AC/DC 
current, resistance and capacitance Continuity buzzer eData 
hold °Full icon display #Included standard test leads, plus 
separate short leads Meets 1000V CATII standards 


SKU: B0R1904 ... 22 o ce eee ee eee. oo 


72-10390 


Oo HOLD 
20m PEE) 200m 
2000, | L soo0m 
200%, 20 
Va 
+200 


a \tc 


200m 2$,, 2000}! 


Ce 


Handheld Digital Multimeter 


eManual ranging *Easy to read 1999 count LCD display 
Measures AC/DC voltage, DC current, Resistance, and 
Temperature eIncludes Diode, Transistor, and continuity 
testing elncludes battery, test leads, multi-purpose socket, 
and temperature probe 


SKU: 80R7504.................0..000. — 
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Compact Digital Multimeter 


©3,999 count display Measures AC/DC voltage and current, 
ohms, diode check and transistor hpe 


SKU: SOR7915 «occ. c.atse ce ee eee cee tees oo 


Visit newark.com for full list on all of the products 


116 TRUE AMS MULTIMETER 


FLUKE. 
116 HVAC Multimeter with Temperature and 


Microamps \ 
Quickly troubleshoot problems with HVAC equipment and for 
flame sensors. Test motor start and run capacitors up to 

10,000 microfarads. Make your everyday measurements, up 

to BOOVAC or DC, 40m, diode test and exceptionally fast 
continuity. Features: ¢Built-in thermometer and temperature 
probe included *Microamps to test flame sensors eLoZ: Low 
input impedance to eliminate ghost (stray) voltage to make more 
accurate measurements eLarge, white LED backlight to work in 
poorly lit areas ¢Min/max/average to record signal fluctuations 
Resistance, continuity, frequency and capacitance CAT Ill 600 
V safety rated elncludes TL75 hard point test lead set and user's 
manual 


7 KY ee ee 
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114 TRUE FMS MULTINETER 


FLUKE. : 
114 True-RMS Multimeter GB | GEE | me 


Measures resistance and continuity *Large white LED backlight 
eMin/max/average to record signal fluctuations ¢Cat Ill 6OOV 
safety rated ©Digital display: 6000 count, updates 4/sec 
eAutoVolt/LoZ 


AUTO - 
HON OFF 


SKU: Mfr. # Description 

11M3417 114 Multimeter oo 
05H9179 ToolPak Meter Hanging Kit _ 
FLUKE. 


115 True-RMS Multimeter 


Perfect for every application! 115 is the multimeter for field 
service technicians and is the solution for a wide variety 

of electrical and electronic testing applications. Includes: 
eResistance and continuity *Large white LED backlight to work 
in poorly lit areas *Min/max/average to record signal fluctuations 
Cat Ill GOOV safety rated Digital display: 6000 counts, 

updates 4/sec °10A current ¢Diode Capitance: ¢1nF~9,999[IF 
eFrequency: .1Hz~50KHz 


‘wniwax [RANGE 


SKU: Mfr. # Description 
11M3418 155 Multimeter _ 
05H9179 ToolPak Meter Hanging Kit _ 
Lo* 
0 
FLUKE. 
117 True-RMS Multimeter es 


Measures resistance and continuity *Large white LED backlight 
eMin/max/average to record signal fluctuations ¢Cat Ill G(OOV 
safety rated ©Digital display: 6000 count, updates 4/sec 
eVoltAlert™ *AutoVolt/LoZ °10A current eDiode *Capitance: 
1nF~9,999UF eFrequency: .1Hz~50KHz 


SKU: Mfr. # Description 
11M3420 117 Multimeter oo 
05H9179 ToolPak Meter Hanging Kit _ 


MCM ELECTRONICS TEST EQUIPMEN 


FLUKE. 
113 True RMS Utility Multimeter 


eVCHEK™ LoZ low impedance measurement function to 
simultaneously test for voltage or continuity *True-RMS 
for accurate AC measurements on non-linear loads Visit 
MCMelectronics.com for complete specifications 


SKU: B0R3498 . -.. is. i pe eee eee eee _ 


FLUKE. YEAR LIMITED 
175 DMM WARRANTY 


Tough and precise *True-RMS AC voltage and current ¢Min/Max/ 
Average ®Frequency and capacitance capabilities eAuto ranging 
©6000 count display eAuto hold and manual hold elIEC 1010 rating: 
CAT IV 600/CAT Ill 1000V Battery door provides battery access 
without breaking the calibration seal 


SKU: Mfr. # Description 

05H7698 175 Multimeter = 
05H9179 ToolPak Meter Hanging Kit _ 
FLUKE. YEAR LIMITED 
177 DMM WARRANTY 


¢Tough and precise *True-RMS AC voltage and current ¢Min/ 
Max/Average Frequency and capacitance capabilities eAuto 
ranging *6000 count display eAuto hold and manual hold elEC 1010 
rating: CAT IV 600/CAT Ill 1000V eBacklit for measurements in 

low visibility environments ®Battery door provides battery access 
without breaking the calibration seal 


SKU: Mfr. # Description 

05H7699 177 Multimeter -_ 
05H9179 ToolPak Meter Hanging Kit — 
FLUKE. YEAR LIMITED 
179 DMM WARRANTY 


¢Tough and precise *True-RMS AC voltage and current *Min/ 
Max/Average Frequency and capacitance capabilities Auto 
ranging 6000 count display eAuto hold and manual hold eIEC 1010 
rating: CAT IV 600/CAT Ill 1000V @Backlit for measurements in 

low visibility environments ¢Temperature measurements in °C and 
°F, thermocouple included eBattery door provides battery access 
without breaking the calibration seal 


SKU: Mfr. # Description 
05H7700 179 Multimeter = 
05H9179 ToolPak Meter Hanging Kit _ 


FLUKE. 
TL71 Premium DMM Test Lead Set 


Flexible silicone insulated leads are heat and cold resistant 


SKU! STHSTEB:.. «02 nice ces eee eee eee oo 
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Recommended for pV measurements CAT Ill, 1000V, 10A; Se 
CAT IV, 600V, 10A *Mfr. #TL71 —<—_ 
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Logic Probe with Memory 

Recognizes high, intermediate, and low level pulses in DTL, 
TTL, HTL, and CMOS logic circuits. Specifications: ¢Pulse 
detector (pulse-LED): High speed pulse train or single events 
(+ or - transitions) activate '/ second pulse stretcher eInput 
impedance: 100Kohm eInput signal frequency: 1OMHz 
Probe power: DC 5~15V/25mA~40mA ®Probe power 
protection: 36V maximum with power lead reversal protection 
*Dimensions: 77" (L) x 5%" (dia) #90 day warranty 


SKU: 52F7940 ... 22... eee eee eee _— 


¥ _=>—~ 
7 = 
50MHz Logic Probe and Pulser 


Simplifies troubleshooting digital circuits by combining a logic 
probe and pulser in one probe. Specifications: eOperating 
voltage: 4VDC~18VDC *Maximum input signal frequency 
50Mkz eInput impedance: 120Kohm eTTL: Logic “1" 3.0V 
.25V, Logic “O" .75V 25V eCMOS: Logic “1” 60% VCC 
5%, Logic “O" 15% VCC 5% *Minimum detectable pulse 
width 10nsec Pulser: Sync input impedance 1Mohm ePulse 
rate: Switchable .Spps or 400pps ¢Pulse width: 10sec 
*Dimensions: 8%6" (L) x Mie" (dia) ¢90 day warranty 


SKU! SZFI96D 52). ai. c2 eidsese ciatsne cape ete a — 


Test Clip Lead Kit 


Set of eight mini-hook patch cords *Each patch cord has 
miniature hook clips on each end of 19" long PVC wire *Set 
consists of two black, two red, one green, one yellow, one 
blue and one white cords ¢2A max. 


SKU: 2007923 ... 12.0... 2 eee eee 


Tweezer Set 


SMD component testing tweezers. Isolated contact tips in 
each leg connects to 4mm banana plugs, black and red; 1m 
cable length. Cable RG-174/U. 


SKU! 3607424... oo ese celts ce ce ed os oo 
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Deluxe Analog Display VOM 

Perfect for educational purposes or in applications where 
unstable readings make digital displays inconvenient. 
Measures AC/DC voltage, DC current, resistance, 
temperature, decibels, continuity, identifies PNP and NPN 
transistors and tests batteries under a load. Features: Large 
three-color mirrored scale *Carry handle that doubles as a 
stand eContinuity buzzer elncludes test leads and instruction 
manual *Requires one 9V and two “AA” batteries (included) 


SKU: 20M0354........... 0.000000 e eee 27.45 
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Test Lead Set 


Features: *One red and one black 48" PVC flexible jacketed 
lead eSheathed right angle DMM plugs °0.08" (2mm) 
diameter contact tips *Meets 1000V Cat Ill requirements 
°10A rating elncludes slide-on alligator clip adapters 


SKU: 99K3405 oo. ect eee ees —_ 


Basic DMM Test Lead Set 


Provides fixed test lead connection, primarily intended for 
DMM use. Set is comprised of high-quality components 
that are compatible with virtually all brands of instruments. 
It includes just the right components for measurement work 
in education, design, trouble-shooting and performance 
verification. Features: *Highly flexible, heat resistant silicone 
insulated test leads eRight angle sheathed banana plugs 
Removable slim body probes eAlligator clip adapters ®Tri- 
fold storage pouch Specifications: *Max voltage: 1,000V 
CAT Ill (alligator clip adapters 300V) Max current: 10A 
(alligator clip adapters 5A) eLead length: 40" eSold as a 
black/red set 


SKU! AR 2072: oc oie ce than he kee Re oo 


High Impact Case Multimeter 

eThe #260-8XI has the same features as the #260-8 plus a 
drop-resistant ABS case with high-visibility yellow finish and 
an audible continuity check ¢The #260-8XPI also has a relay 
overload protection circuit 


SKU: Mfr. # Overload Protection 
50F3533 260-8XI No 515.91 
50F3534 260-8XPI Yes 681.15 


4mm Test Leads with Straight to 90° Ends 


Red and black test leads with right angled shrouded 4mm 
sockets °Flexible cable with right angled connection offers 
versatility ¢Current rating: 16A eLength: 3.5' 


SKU! 8612022. 2 oo ences eee che eeine se ake dates 5.63 
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Basic Test Accessory Kit 


Features: ¢Smooth body probes with replaceable tips, 4mm 
spring contact with IC tip protector and .080 (2mm), black 
and red ¢Safety pincer-flex clips, black and red *lEC leads, 
4mm sheathed straight to right angle plugs, PVC, 1m, black 
and red 


SKU: 3607420 .................000000. oo 
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Surface Mount Test Lead Set 

eExtra sharp tips for small surface mount components *One 
red and one black sharp tip test probe body, 1000V, CAT Ill, 
20A ®Highly flexible silicone jacketed wire, one black and one 
red sheathed 4mm straight to right angle plugs *Safety lead 
to IEC1010 specifications 


SKU: 3607684). 2c. cas. ee eee te cee oo 


Visit newark.com for full list on all of the products 


Test Leads with Shrouded 
4mm Sockets 


*Red and black test leads to shrouded 4mm sockets on both 
ends ¢Flexible cable allows for easy placement ¢Can be used 
as lead extenders or fixed connections Current rating: 10A 
eLead length: 4' 


SKU OGT2029 yc sccatenies Sieg siaceat navi es “1.20 


Fully Insulated IEC Alligator Clip 


Insulated alligator clip meets IEC1010 safety standards to 
1000V. Insulation piercing feature adds versatility to usage. 


SKU: Color 
3607538 Red = 
3607537 Black — 


4mm Needle Type Test Probes 


eRed and black, needle type, insulated 4mm test probes 
for various types of test equipment eShrouded 4mm plugs 
Probe length: 2.5"/Total length: 4.5" 


SKU! 86192023) ous ccc vewne cece beet 1.37 


Male BNC Adapter to Binding Posts 


Black thermoplastic body. Black and red binding post 
insulators. 500V RMS, 3A. 


SKUPSOC 7602) es. iise sce dade eye eds eee oo 
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4mm Test Leads with Probe Options 

Red and black test leads with different probe options for 
connections to shrouded 4mm sockets ¢Flexible cable 
with right angled plugs offer versatility ¢Current rating: 16A 
eLength: 3.5' 


SKU 8612021 ois 5ciesccene anes aienece a weed aoa 7.59 


4mm Test Leads with Lantern Type Tips to 
Right Angle Plugs 


Red and black fused test leads with right angled connection 
to shrouded 4mm sockets Flexible cable allows for easy 
placement ¢Shrouded lantern type dual use pointed probes 
with 4mm banana type body Can be pushed securely into a 
4mm banana socket *Length: 4.5' 


SKU! 8612026 oi c:0) cscs crete cece erases eras 3.57 


4mm Test Leads with Removable Probe 
Covers and Right Angle Plugs 


Red and black test leads with right angled connection 

to shrouded 4mm sockets ¢Flexible cable allows for easy 
placement *Removable probe covers @Current rating: 10A 
Probe length: 17mm/Lead length: 4' 


SKU: 8612027 00. sc cc cea cece eee cee 3.75 
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Right-Angle Test Lead Kit 

Kit includes: One red and one black 60" silicone jacketed 
lead with sheathed right-angle DMM plugs and 4mm banana 
plug contact tips eProbes and leads meet 1000V CAT Ill P2 


requirements, 36A ®One red and one black sprung hook 
probe adapter ¢Spring hook meets 500V CAT1 requirements 


SKU: 3603881 ...........0. eee. oo 


Pomona 


Test Lead Wire with 
Silicone or PVC Insulation 


°Create test leads, jumper or patch 

cords for your own specific needs 

©50' (15.2m) of unterminated 18AWG 

test lead wire ®Very flexible with 65 

strands of 36AWG tinned cooper conductor 

eWide temperature range of -58°F~302°F (-50°C~150°C) 
with PVC insulation eDesigned for use with Pomona “Do-It- 
Yourself” banana plugs 


SKU: Mfr. # Insulation Color 

79K4157 6733-0 — Silicone Black _ 
79K4160 6733-2 Silicone Red = 
96K1470 6734-0 PVC Black — 
96K1471 6734-2 PVC Red _ 


Pomona 


18 Piece Test 


ld 
pacer WANNA 


Used for rapid testing of hard-to-get at contacts of multi-pin/ 
socket connectors elncludes one red and one black set of 
each pin and socket size along with a set of 48" red and 
black test leads eHigh strand count silicone wire for extreme 
flexibility and high temperature resistance °Flexible tip allows 
testing of adjacent contacts Full insulation protects against 
shorting or contact damage 


SKU: 5279659... 2. eee eee oo 


Safety Pincer Flex Clip 


Pincer style contacts revolve and can grab terminals to 0.16 
(4mm) in diameter. Flexible shaft bendable to +90°. 


SKU: Color 

36C7601 Red _ 
3607600 Black _ 
TENMA 


Deluxe Test 
Accessory Kit 


Kit includes: eProbe 
bodies with 4mm spring 
contacts, replaceable 
2mm tips with IC caps, 
black and red, 1000V, 
CAT Ill, 36A Flexible 
pincer clips, black and 
red, 1000V, CAT Ill, 6A 
eInsulated alligator clips 
with piercing point, black 
and red, 1000V, CAT Ill, 20A *4mm banana plug adapters, 
black and red, 42V, 10A @Spring-tip mini probes with IC 
caps, black and red, 600V, CAT Il, 1A Insulated spade lug 
adapters, black and red, 42V, 36A *Leads, 4mm sheathed 
straight to right-angle plugs, 40" PVC wire, black and red, 
1000V, CAT Ill, 12A 


SKU: 3607421 ...............0.000 008 = 


Power Supply 
Test Accessory 


Kit U, 
Provides fixedtest # 04 


lead connection, 

primarily intended 

for use with DC 

power supplies up to 12A. Kit is comprised of high-quality 
components that are compatible with virtually all brands of 
instruments. Features: eHighly flexible, heat resistant silicone 
insulated test leads Retractable sleeve banana plugs fit both 
standard banana jacks and binding posts Specifications: 
¢Max voltage: 600V (CAT II) ¢Max current: 12A eLead length: 
40" eSold as a black/red set 


SKU: 7AR2066 «2 008 ee cies ace ei acta nue oo 


MCM ELECTRONICS TEST EQUIPMEN 


GW INSTEK. 

2 Channel Digital Storage Oscilloscope 
°100MHz Bandwidth with 2 Input Channels ¢250MSa/s Real- 
Time and 25GSa/s Equivalent-Time Sampling ¢4k Memory 
Length per Channel ¢Peak Detect as Fast as 10ns ¢5.7" TFT 
Color Display 19 Auto Measurements ¢Arithmetic Operators 
- Add, Subtract, FFT *USB Port for PC Connection 


SKUP ASV O02 Tc itis tn auaentrdtnd Saas — 


GW INSTEK. 
2 Channel Bench Oscilloscope 20Mhz 


A general purpose analog oscilloscope with 2OMHz 
bandwidth eDesigned for a wide range of applications ranging 
from product designs or assembly lines to EE laboratories or 
class experiments ¢20MHz Bandwidth, Dual Channel eHigh 
Sensitivity 1mV/div eTV Synchronization ¢Z-Axis Input ¢ALT 
Triggering Function eHold Off Function ¢CH1 Output ¢Analog 
°6" CRT display *20 MHz bandwidth ¢2 channels ¢1mV~5V 
vertical sensitivity 0. 1,1s~0.5s time base ¢1MO input 
impedance selection ePower source: AC 100/120/220/230V 
+10% 


SKU: 45Y0034..................0000. id 


60, 100, 200 and 250MHz Oscilloscope Probe 
Kits 

°X1/X10 attenuation (#76-107 is X10 only) ¢1Mohm (X1) 
and 10Mohm (X10) input impedance ¢1.2m cable length 
°10-35pF compensation adjustment *Low noise, improved 
compensation °#76-107 includes a readout actuator pin on 
the BNC connector *Meets EN61010-2-031 CAT | (IEC1010) 
requirements ¢600V maximum (DC+AC peak) eIncludes 
accessory kit and storage pouch. 


Hand Held DSO 


Oscilloscope/DMM 


Bright high resolution 
3.8" color TFT-LCD 
display eAdvanced 
trigger functions Fully 
isolate scope and DMM 
inputs Measures 
AC/DC voltage and 
current, resistance and 
capacitance *4,000 
count display eDiode 
and continuity test eSee 
MCMelectronics.com for 
specifications 


SKU: Bandwidth 
80R7546 20MHz 361.54 
80R7547 100MHz 692.58 


100MHz 2-Channel Oscilloscope with 1GS/s 
Sampling Rate 


©100MHz bandwidth and a real time sample rate up to 
1GS per second High definition 8" color TFT display 
Ultra compact housing, only 3" deep elntuitive front panel 
controls promote tremendous ease of use eIncludes USB 
cable and two 100MHz bandwidth oscilloscope probes 
eMfr. SDS7102E 


SKU: GSV2981 occ ceaceneeaneeueeednes 359.00 


100MHz Oscilloscope 
Probe Kit 


Features: ¢Insulated BNC 
eldeal for portable 
oscilloscope and other 
portable instruments ¢x1/x10 
attenuation ¢1.2m cable length 
°10~35pF compensation 
adjustment *600V maximum 
input (DC+AC peak) eMeets IEC61010-2-031 
CAT | 600V requirements ©90 day warranty 
Includes accessory kit and storage pouch eBandwidth 
(x10): 100MHz (-3dB) into 16pF *Risetime (x10): <3.5nsec 
elnput impedance (x1/x10): 1MQ/10MQ 


DUH EST Y oe os 


TENMA - 
= 


250MHz Oscilloscope Probe Kit 


eUseful when measuring signals up to 1,200V eAttenuation: 
100x ¢Input Impedance: 100MO Rise time: 1.4ns eCable 


Bandwidth Risetime 
Specs (X10 position) (X10 position) 
3603886 60MHz (-3dB) into 18pF <5.8nsec 
3603882 100MHz (-3dB) into 16pF —_—<3.5nsec 
3603883 200MHz (-3dB) into 14pF —<1.8nsec 
3603890 250MHz (-3dB) into 14pF = <1.4nsec 
SKU: Description 
3603886 60MHz = 
3603882 100MHz = 
3603883 200MHz a 
3603890 250MHz — length: 1.2m 
3603888 Replacement Spring Hook — 


SKRUN G4 S4I2 gd is cace tides ute tae bee oo 


C) d bg 
TENMA <= 
Four Channel Digital Storage Oscilloscope 
Built-in multimeter functions ¢Dual time base function for 
unrivaled waveform detail observation and analysis XY mode 
that displays wavedorm and Lissajous figure concurrently 
eEnvelop sampling feature with direct display of carrier wave 
details after amplitude modulation *200MHz bandwidth 
elncludes four 1:1/10:1 probes, two test leads, user manual, 
USB cable and software 


SKU: 6194811 02 ceca cerweaeein 7 


Digital Storage Oscilloscopes 


Dual channel ¢1Gs/s sampling rate eBeautiful 7” 
widescreen color display *Edge, pulse, video, slope trigger 
modes @USB control and waveform storage eIncludes two 
probes, USB cable and PC software CD. 


SKU: Bandwidth 
UTD2052CEX 50MHz = 
82Y1313 100MHz 532.19 


TMA ns = 2 DO @ @ 
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TENMA 
30Mhz Oscilloscope with 8" Color Display 
This economic oscilloscope with an user-friendly interface 


and stable readings *USB input/output and LAN connection 
°250MS/s sample rate ¢Slim body design is only 3" deep 


SRUPAGVOZGT ai line Sakcn Gains Patna Garde ae. 275.00 


Visit newark.com for full list on all of the products 


Component Testers Kit 

eThis kit contains an LCR40 meter, DCA55 meter, and 
detailed illustrated user guide, all packed into a carrying case 
eLCR40: Measure inductance, capacitance and resistance 

- automatically. Works with polarized and non-polarized 
electrolytic capacitors in either orientation. Easy to scroll 
through all the measurement screens. Single measurement 
snapshot allowing you to remove the component and keep 
the readings on-screen eDCASS: Identify the type and pinout 
of almost any discrete semiconductor. Able to provide many 
important parameter measurements. Includes high quality 
gold plated hook probes 


SKU! 59X0922 cee iw eee eee eae Lo 


DCA55 Semiconductor Component Analyzer 
Suitable for use with bi-polar transistors, MOSFETS, low 
power thyristors, and triacs, diodes, and diode networks and 
LEDs including bi and tricolour types #Information measured 
includes: Component type identification, special feature 
identification, pin out identification, measured parameters 
such as gain, gate threshold, voltages, volt drop, etc. 


SK OOK O2 wicca ceadee dete eae vas 74.94 


PEMK é 


LCR45 Impedance and LCR Meter 


Fluid measurements with hold function eAutomatic or manual 
component type and test frequency eEnhanced measurement 
resolution 0.2uH, 0.2pF and 0.20 *Easy menu system for 
user settings eEnhanced compensation for component 
parasitics and losses 


SKU S6V1285 ).cccutedeceeeeeeenwewe 115.54 


ESR70 Capacitance and ESR Meter 


Instant results while measuring capacitance and ESR 
eEnhanced dynamic range of 0.00 to 40.00 *ESR Resolution 
as fine as 0.01 ePolarity free, connect any way round 
Protected against highly charged capacitors Tests at the 
industry standard 100kHz 


SKU! S6¥1286' = ...ci0 cee cde ade che te : 


DCA75 Advanced Semiconductor Component 
Analyzer 


eAutomatically identifies a huge range of semiconductors, 
identify pin-outs, and measure detailed parameters (eg, 
Transistor, JFET, IGBT, Regulator, Zener, Diodes, etc) 
eAutomatically identifies pin-out (connect any way) ePerform 
further detailed component analysis with the PC software 
included 


SKU: SOV128? fcc avveees cwerews wees s 165.50 


Triac and Thyristor Analyzer 


Designed for quick identification and analysis of various 
thyristors and triacs eTests for type, pinout, category, gate 
sensitivity and gate voltage drop *Gate current range: 100HA 
to 100mA eMeasures gate voltage drop eIncludes universal 
premium probes, batteries and owners manual guide 


SKU: Description 
267039 Analyzer ay 
26W7040 Carry case 22.80 


Passive Component Analyzer 

Used for the automatic identification most passive 
components @Clear green-mode LCD displays component 
type, measured value and test frequency eIncludes micro- 
hook probes, batteries and owners manual 


SKU: Description 
26W7045 Component tester 109.29 
26W7040 Carry case 22.80 


Network Cable Analyzer 


eUsed for testing RU45 based network cabling such as 
Cat5, Cat6, etc. eldentifies the connection configuration 
and faults eAutomatic pattern identification for many wiring 
configurations *Supports cable lengths of up to 500' 
Includes padded carry case, two terminators, two patch 
cables, owners manual, laminated tthernet chart and a spare 
battery 


SKU: 26W7046..............-..-..-.. 112.41 


MCM ELECTRONICS TEST EQUIPMENT 


LCR Smart Tweezers 


Built-in direct LCR probe ¢Convenient one-hand operation 
eAutomated component identification eAutomated test range 
selection eManual C, R, L and ESR modes *High visibility 
OLED display 


SKU: 45Y0255 ..................0000. = 


72-8150 


. POWER 
Capacitance Meter 
©1,999 count display eNine 
capacitance ranges to 
20,000pF eNine resistance 
ranges to 2,000MO eTransistor 
hFE measurement eDiode 

test eAudible continuity 

test ¢See owners manual 

at MCMelectronics.com for 
specifications 


SKU: 41M0998. . . . 34.32 


72-8155 | 


LCR Meter 


©1,999 count display *Seven 
capacitance ranges to 600)IF 
Six resistance ranges to 
20MQ °Five inductance ranges 
to 20H 


SKU: 45M5528. . . . 41.30 


ee Ad, Do not test voltage 
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TENMA 

LCR Meter 

Display count: 19999; D/Q 
Display count: 1999 Real time 
display test frequency *USB 
interface Analog bar graph 
eDeviation ratio measurement 
eScreening and calibration ve 
functions ¢Output impedance: Avs 
1200 elncludes battery, SMD wv C, 
test clamp, USB interface = 
cable, software CD, Multi- 
Purpose socket adapter, short 
circuit splice 


SKU: 26W7021.... 


(D0 NOT APPLY VOLTAGE TO INPUT TERMINALS 


137.64 


TENMA 

Decade Substitution Boxes 

*Capacitance: 20 individual slide switches *Non-polarized 
values from 100pF~11,111pF ¢100pF increments 


Resistance: 28 individual slide switches *Values from 
1~11,111,110Q ©1Q increments 


SKU: Type 
22H6398 Capacitance 75.39 
22H6397 Resistance 68.02 


wreercuren,® — Mo’ 
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DCR&ESR & R 
in-Circuit ESR Capacitor Tester 
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ELECTRONIC TEST INSTRUMENTS 


In-Circuit ESR/DCR Capacitor Tester 

*Measure ESR (equivalent series resistance) on capacitors in 
the range of 0.47~2200pF, in or out of circuit ¢1OOKHz output 
test frequency ¢15mV p-p output test voltage (will not turn on 
solid-state devices) eVisit MCMelectronics.com for complete 
specifications 


SKU! 74A3098 22220 ee eee eee co 


= 
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TENMA 
Anemometer 
¢Measure wind speed or air flow up to 7Omph (2~30m/s) 
*Selectable air speed units of MPH, m/s, ft/min, knots, 
and Km/h @Selectable air flow units of CMM and CFM 


Measures air temperature up to 104°F (40°C) elncludes 
carry bag 


SKU: 26W7019 ...35. 60008 csa cease sewn eand 117.63 


CM ELECTRONICS TEST EQUIPME 


Digital Speaker Impedance Meter 

Verify actual speaker system impedance prior to operation 
eAccurately measure speaker lines that utilize impedance 
matching volume controls, switchers, transformers and 
passive crossovers @May also be utilized with 25V, 50V, 
70V, and 100V speaker line transformers in commercial 
installations eIncludes test leads, carry case and owners 
manual *Requires six “AA” batteries, not included 


SKU: 80R7485.......... 0.00000 eee eee 159.00 


YEAR LIMITED 
WARRANTY 


Hand Held Audio 
Generator 


eWide frequency range ¢Sine 
and square wave output eSync | 
output ¢Variable amplitude eOutput | 
attenuator (-20dB) *600ohm output | 
impedance *Low battery indicator | 
Includes owners manual, 9V 
battery and test leads 


SKU: 66F3575 ......---- cece eeeeeeeees = 


Compact Audio Generator 

Perfect for sound system and speaker component testing 
elndependent sine and square wave outputs *VCO for 
remote frequency setting ¢Selectable OdB/10dB output 
attenuator ¢Frequency range: 20Hz~20KHz Output level: 
+11dB (sine), +14dB (square) Output impedance: 1000hm 
ePower: 12V~16V 50mA (adapter included) 


SKU! O9PZ110 3 cco eae ewe a eis 58.00 


YEAR LIMITED 
WARRANTY 


TENMA (¢ 
Audio Generator 

eLow distortion 10Hz~1MHz 
audio generator in five range steps 
¢Sine and square wave output 
Variable amplitude eOutput 
attenuator (-10dB, -20dB, -30dB, 
-40dB, -50dB) e600ohm output 


impedance External sync input 
Includes manual and test leads 


SKU: 50N1359.. 2.2.2... ee eee eee Oe 


GW INSTEK. 
120MHz Frequency Counter 

°10Hz~120MHz range °8 digits display (0.3" LED) ¢15mV 
rms high sensitivity ¢5PPM high stability time base 
eFrequency and period measurement 


SKU PAS YOO 2B esses aie e tancte es anaie areee = _ 


GWINSTEK 


1.3 GHz Frequency Counter 

°0.01Hz~1.3GHz Frequency Range ®A bright red 8 digit LED 
display with an included overflow indicator provides a clear 
view Frequency and Period Measurement eHigh Resolution 
at Both High and Low Frequency °10mV rms High Sensitivity 
©100nHz Resolution for 1Hz Input *Variable Trigger Level 
Control eMfr. #GFC-8131H 


SKU: 45 Y0029 oc. cai ie pe eee ee ene —— 


GW INSTEK. 


2.7 GHz Frequency Counter 

°0.01Hz~2.7GHz Frequency Range eA bright red 8 digit LED 
display with an included overflow indicator provides a clear 
view Frequency and Period Measurement *High Resolution 
at Both High and Low Frequency ®10mV rms High Sensitivity 
°100nHz Resolution for 1Hz Input *Variable Trigger Level 
Control ¢Microprocessor Controlled Intelligent Counter ¢Mfr. 
#GFC-8270H 


SKU: 450080 oc cc cwccewevevenerewcws 434.50 


TENMA 
3GHz High Resolution 


Hand-Held Frequency 


Counter 

eLarge eight digit LCD display 
°3Hz~3GHz frequency range 
°Selectable gate time (0.1sec, 
1sec, 10sec) ¢Resolution 
1Hz~1KHz Input impedance: CH- 
A: 1MQ, CH-B: 500 eTime base: 
10Mkz crystal, +2ppm/yr 


SKU: 71P8352...... co 


Visit newark.com for full list on all of the products 


Ricors I. 
‘OOLS 


Cable Prowler™ 
eThe Cable Prowler™ 
combines the functions 
of a high-end cable tester 
and length measurement 
tester, with the capability 
to identify link status, link 
capability, and PoE detection 
°eTCB360K1 kit includes 8 Test 
& ID remotes, 8 coax remotes, 
12 data remotes, and a selection of 
accessory cables. 


SKU: Description 
54X8220 Cable Prowler Tester _ 
54X8221 Cable Prowler Kit _ 


47Y6180 


47Y6179 


LATINUM | 


Net Prowler 


Pro Tester 

¢Maps IPV4/IPV6 devices 
plus tone generator *Pings 
IP addresses or URL's 
eEthernet cable tests and 
length measurements 
*Detects presence and class 
of PoE eTests current link 
speed and capabilities for active Ethernet *Supports up to 8 
testing & ID remotes for network cables, and 20 network & 
coax ID-only mapping remotes ¢Pro Kit also includes eight 
network smart remotes, eight coax remotes, 12 ID data 
remotes, micro USB cable, cables, and case 


SKU: Mfr.# Description 
47Y6180 TNP850K1 Pro Kit = 
47Y6179 TNP700 Tester only _ 


Bis 
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Fault Trapper™ Circuit Fault Detector 
eln-line monitoring of energized dedicated circuits up to 
300 VAC and 40 amps eAllows unattended monitoring of 
intermittent or sustained electrical events *No Splicing - 
Plug in with existing wiring eldentifies opens, shorts and arc 
faults eDetects the last event whether or not the breaker 
trips Runs on in-line power in monitor mode ¢Fault location 
reported as distance from the Fault Trapper in feet/meters 


SKU! 847566 = o.cic cake nade ed de 24da ais 7 
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LATINUM: 
Poors SD 
Snap Shot™ Cable Meter 


eAccurately finds cable length and faults in cables at up 

to 3,000' elmmune to voltage, current or data stream 
disruptions *Measures cable distance on spool *Built-in tone 
generator for cable tracing and identification eIncludes “F” 
to RJ45, BNC to alligator clip and “F” to alligator clip cable 
assemblies, “F” connector coupler and “F"-jack to BNC 
adapter eMfr. #TSS200 


SKU: 26W3700. ices sce ee tes _ 


Ricors | 
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EZ RJPRO™ HD Crimp Tool Kit 


Built-in wire cutters and strippers ¢Crimps and trims 
extended wire in EZ connectors in a single cycle *Compatible 
with all other RU-45, RJ-12 and RJ-11 modular plug 
connectors except AMP eKit includes EZ-RUPRO™ HD crimp 
tool and 50 EZ-RJ45® connectors 


SKU: Mfr.# Description 

74R1289 —100016MCM Kit 129.00 
74R1290 100054C Crimp tool only 94.53 
1378759 100054BL Four piece 8.72 


replacement blades 


RISEN, 


T62 Recon™ Test Set 


eA telecommunications line tester that delivers advanced 
data detection and identification eLarge backlit display and 
glow in the dark keypad for low light environments eIP54 
Weatherproof case *See MCMelectronics.com for complete 
list of function eIncludes 60" bed of nails cord set and four 
“AAA" batteries 


SKU: 26W3727 coer nse ce ese Gee lo 


MCM ELECTRONICS TEST EQUIPMEN 


Sa, 
VDV MapMaster 2.0 ™ 


eThe VDV MapMaster 2.0™ combines continuity testing, 
mapping, tone generation and length measurement functions 
in a single tester. eThis kit includes the tester and all the 
accessories required for voice, data and video testing & 
mapping in the field. Kit Includes: eRJ45 #'s 1-12 Remote 
Set Coax F #'s 1-8 Remote Set *RJ45 Port SavereRJ45 to 
Alligator Clips Cable *No-Fault Cable eF Female to F Female 
Adapters, set of 3 BNC Female to F Female Adapter eBNC 
Female to F Male Adapter *9V Battery eCase & Insert Foam 
elnstruction Manual eMfr. #T129K1 


SKU! S4N8226 22 oe ec es ee te ce eee — 
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VDV MapMaster 2.0™ 


Combines continuity testing, 
mapping, tone generator and length 
measurement into a single unit 
*Capable of identifying and mapping 
19 locations at once eTests voice, 
data and coaxial cables, measures 
entire length of a cable and/or 
individual pairs and indicates pins with 
shorts, opens, reversals, miswires 
and split pairs eTone generator with 
selectable tone cadence eRJ45 #1 
remote, Coax “F” #1 remote, RJ45 to 
alligator cable, “F” to “F" adapter and 9V 
battery included eMfr. #T129 


SKU! 26W3720. 0.2 ois ee ce eee — 


VDVMmapmaster 


LATINUM| 
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VDV MapMaster™ 


Combines continuity testing, mapping 
and tone generator functions into 

a single unit eCapable of identifying 
and mapping 19 locations at once 
Tests voice, data and coaxial cables 
and indicates pins with shorts, opens, 
reversals, miswires and split pairs ¢Tone 
generator with selectable tone cadence 
eRJ45 #1 remote, Coax “F” #1 remote, 
"F" to “F" adapter and 9V battery 
included eMfr. #T119C 


SKU: 9218856 oc eee eee sees — 
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4Mapper™ Coax Tester 


Troubleshoot and identify multiple coax cables ¢Tracks up 
to four connections at a time *Displays pass, open or short 
Includes four custom remotes eMfr. #T104C 


SKU! 1315989) 2. oc ees cee seein os os 


MCM ELECTRONICS TEST EQUIPMEN 


@ GREENLEE 


Classic Tone 
and Probe Kit 


¢Great for installing or 
troubleshooting telephone, 
data, security/alarm, 
heating and air, 
audio/visual and 
electrical systems 
¢Functions include 
sending tone, verifying 
lines, indicating line 
condition, identifying tip and 

ring, providing “talk” battery and testing continuity e Volume 
control with increased sensitivity, recessed terminal ports 
for hand-set connection, and a recessed on/off button to 
prevent battery drain ¢Use the handy carrying case made 
of tough cordura to take this test kit anywhere elncludes 
inductive amplifier and case eMfr. #701K 


SKU: 05H8640..................00040. —_ 


Network Wire Probe and Tester 


¢Continuity and polarity test eLED flashlight LAN cable 
wire sequence check eTone and probe eEarphone socket for 
careful wire tracing *Requires 2x 9V batteries (not included) 


SKU: 68Y0198.. 2. oc ew eie cece ees _ 


‘-ByteBrothers" 


‘Network Test and Certification 
ProTone™ 
Wire Locator 


¢Features a tone 
generator with filtering 
technology with a lighted 


IMICM 


Network Cable Tester 
eQuickly test RU-45 and 


RJ-11 cables eLED's ; 

for each conductor for probe *Bright fo ms = 
individual contiauity:testia Reirta tip provides visibility in dark areas eInsulated tip 
ie y g 7 aes and warning LED for safety eRJ11, RU45 and 


eDetachable remote tester ‘A : f 
insulated alligator clips for connection 
eUses one 9V battery (not : 98 P 8 


Rds + Rutt 


included) SKU: 27T6313 .........5...05 65.09 
SKU: ZBWI0S 7.22.0 oiecese diese diavsnensvtnelecceacs acs 
YEAR LIMITED 
gaia Real World 
Can't afford a $5000 
Multi-Network and certifier fae need more 
than your $200 tester 
Modular Cable Tester offers? The Real World 


Verification of cable 
continuity, open, short and 
miswiring *Remote terminator 
tests installed cables up to 
1000' away elncludes two 
BNC adapter cables, BNC male/male adapter, RU-45 modular 
cable, carrying case and owners manual 


SKUE 1BC2275 2)... Sie. scodualine eiackys decye Fe Sock 69.23 


Certifier (RWC) performs 
sophisticated timing, 
crosstalk and cable 
construction tests to 
display cable category 
(Cat 5e, Cat 6, etc.), 
propagation delay, skew, 
plus all of the normal 
length, opens, shorts, 
distance to fault, wire map and other tests that you expect 
from a tester of this caliber. Installations improve because the 
RWC spots slightly undercrimped connections, cable coiled 
in the wall and other maladies that affect cable performance. 
And for hubs, switches and NIC cards, the RWC displays the 
device's signal level(s) and device type (10, 100, 1000Mb/s, 
half and full duplex). This is useful in determining signal 
strength at the end of a long cable run. Up to 250 tests 

can be stored in flash memory and then transferred to your 
PC's excel for emailing or printing. Includes the main unit, a 
toner probe, carrying case and one hour instructional DVD. 
Compatible with all network devices. Mfr. #RWC1000K 


SKU SIKSO0G 2222 isle cdlidie qe a deaal ns 


TENMA 
RJ45 Cable Tester 
Easily test RU-45 and BNC 
network cables *Separate 
units for remote testing 
Five bright LED's confirm 
continuity on 4 wire pairs 
plus ground eUses one 9V 
battery (not included) 


SKU: 9519936 ..... 000 .6a ie ceca eee 4.15 


Cable and Pipe Locator 

eLocates hidden infrastructure up to 6.6' behind walls, floors, and ceilings Pinpoint the 
location of electrical cables and metal, water, or gas pipes Trace circuits, detect open- 
and short-circuits, find outlets covered by plaster, identify a circuit's breaker, and locate 
blockages in plastic pipes *Transmitter and receiver communicate on any of eight channels 
eMulti-function graphic LCD eBacklit display and LED flashlight 


ED] CC) Se om 
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Combination inal ee ee ay 
Multimeter and = = A 
Network Cable Tester » ‘ 


2,000 count display 
eAutoranging multimeter 
functions °Verifies correct 
wiring of RJ-45, RJ-11, RU-12 
and BNC network cables 
Compact 2-in-1 unit provides 
standard digital multimeter 
functions, as well as tests 
proper pin configurations on 
network and voice cables 


SKU: 80R7548..............0..00 0008. 


Tone Generator/Probe Set 


*Quickly trace and identify cables *Provides live telephone 
line status check ¢Tone/probe set is basic necessity for 
anyone running data, voice or any other low voltage cable 

elt is also suitable for tracing alarm, coax or speaker cables 
throughout a structure ¢Two piece kit includes tone generator 
and amplifier probe, plus belt loop carry case 


SKU: 80R7549.. 1... eee 42.14 


3-In-1 Professional Cable 


Tester/Tracer/Toner 


eTests RJ-45 LAN cable, BNC and “F" coaxial cable, 

tone generator, continuity and 6P2C/4P2C jacks Verifies 
continuity, polarity and detects faults eLAN tracer identifies 
and traces wire and cable without damaging insulation eTone 
generator with two tones to identify wires elncludes test 
leads, BNC to CATV female adapter, BNC terminator, two 
QV batteries, carrying case, belt clip and owner's manual 


SKU: 26W7060: 2 occ. cc eee ie eee ee _ 


PLATINUM TOOLS: 
-7p150 Tone Generator 


Piarinum,Toots 


orate 
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‘COOLS =~ 


Tone and Probe Kit 

Quickly trace cable locations on jacks or through walls 
*Steady tone, push-to-scan button and a clear loudspeaker 
Side thumb wheel adjusts volume and turns off power to 
reserve battery power ®Continuity mode to verify if a wire is 
broken eAlligator clips to test pairs 


SKUSATYG228 atin coc cece dene dace eae 30.66 


Visit newark.com for full list on all of the products 
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Portable Power Supply 

Compact switch mode power supply is 
housed in a lightweight enclosure with integral 
handle, great for portable use ¢Variable 
voltage, current limiting supply features three 
modes: Standard, USB (2A), and Battery 
Charge eAdjustable 0.2~30VDC, 0~10A 
output ¢Fixed 5VDC, 2A output to USB jack 
eDimensions: 9.5" (H) x 7" (W) x 3.75" (D) 
eRequires 115VAC, 60Hz 330W 


SKU: 25AC5220............ 144.90 


Compact Digital 


Sound Level Meter 

eA and C weighting *Provides 
selectable response time and 
frequency weighting ¢1999 
count display with 0.1dB 
resolution ¢Frequency range: 
31.5Hz~8KHz *Measurement 
range: 30~100dB (low), 
60~130dB (high) 


SKU: 80R7555 .. . . 37.78 


Handheld 
Switching 
Power Supply 


°50W continuous power 
eUp to 12V at 3.75A , 

or 30V up to 1.6A *Two 
USB ports output 5V 

at 2A eOutput short 
circuit protection eBuilt-in 
kickstand eDimensions: 
Th" x 1%" x 3%" 


SKU: 56Y1289............5 


Sound Level Meter 


with USB Interface 


eA and C weighting 
Selectable fast/slow 
response time *Analog 
bargraph display *Frequency 
range: 31.5Hz~8KHz 
Measurement range: 
30~80dB (low), 50~100dB 
(med), 80~130dB (high), 
30~130dB (auto) eInternal 
datalogging 


SKU: 73R7592... 94.82 


15V Power 
Supply with 
USB Output 
eHobbyist supply 
provides up to 

15 volts at 1 amp 
eUSB output 
with controllable yr: , 
voltage *Compact * ~»» a 4 
design 


SKU: 79X4271............. 21.16 


Compact Digital 


Sound Level Meter 


Provides full 40~130dB 
measuring range Selectable 
MIN/MAX hold ¢1999 

count display eFrequency 
weighting: A 


SKU: 52R3160. . 12.63 


20V Power 
Supply 


©20V at 2 amps of 
power Voltage and 
current limiting dials 
eLCD displays *Single 
output 


SKU: 79X4272............. 


30V Switch 
Mode Power 
Supply 


*Very efficient switch | 
mode power supply 
Up to 30 volts at up 
to 5 amps ®Volt and 
current limiting dials 
Single output channel 


SKU: 79X4273.............. 78.20 


Adjustable Switch Mode Power 
Supply 


Laboratory grade switching power supply 
provides adjustable O~40VDC output, and 
0~5A adjustable current limiting. OVP (Output 
Over-Voltage Protection) protects voltage 
sensitive loads by shutting down the supply 
when output exceeds set voltage. Efficient 
switch mode design provides very high 
output capabilities, in a small, lightweight unit. 
Dual 3% digit LED displays simultaneously 
indicate output voltage and current. Features: 
eExcellent load and line regulation eLow 
ripple and noise *Coarse/fine voltage and 
current adjustments eAuto cross-over for CC 
(Constant current) and CV (Constant voltage) 
modes *Thermostat controlled fan eOverload, 
over temperature and short circuit protection 


SKU: 22H6406............ _ 


M ELECTRONICS TEST EQUIPMENT 


Pinless Moisture Meter Bijeeames 


eQuickly measure the 
moisture content of materials 
Measurement penetration 

of 20~40mm Measurement 
range of 0~100% 90.1 
resolution eAlarm function 
¢Max/min function *Low 
battery indicator eAuto power 
off *Easy-to-read white backlit 
LCD display 91%" in length 


SKU: 26W7000..... = 


TENMA 


72-10202 


100 aig 


TENMA 
Precision 


Power Supplies 
Provides 0~30VDC 
output with 
adjustable current 
limiting from 0~5A 
Perfect in a variety 
service, education 
and production 
environments *Highly 
compact footprint 
Bright blue four digit 


LED display 
SKU: Model 
820613 Standard 98.65 


82Y0617 RS232/USB control _ 


TENMA 
Digital Tachometer 
Utilizes non-contact 
optical laser in conjunction 
with reflective tape for quick 
measurements eLarge five 
digit display RPM range 
of 2~99,999 with 0.1RPM 
resolution ¢Min/Max/Last 
memory elncludes carry 
case 


SKU: 26W7001... -- 


DC Power Supply 

eProvides 0~60VDC output with adjustable 
current limiting from O~3A ®Perfect in a 
variety service, education and production 
environments *Highly compact footprint 
Bright blue four digit LED display 


SKU: 82Y0615 .............. _ 


DC Power Supplies 

Voltage and current limiting controls ¢Series 
or parallel operation *Ripple: <1mVrms and 
<1mArms °CH3 (#72-8335A and 72-8695A) 
fixed 5V at 2A 


SKU: Channels Volts Current 

47X1648 3 = =0-24V 2A 
47X1649_ 2 = 0~32V_—3A_-243.80 
47X1650 3 0-32V 3A _257.60 
47X1651 2 0-32V 5A 312.80 


Switch Mode Laboratory DC 


Power Supplies 

*Backlit four digit LCD display ¢Simultaneous 
display of voltage and current eAuto selecting 
constant voltage (CV) and constant current 
(CC) modes See www.mcmelectronics.com 
for complete specifications 


SKU: Model 

20X1048 1~60V, 0~1.6A 194.81 
95W9878 1~36V, 0~3.0A 99.46 
95W5650 1~20V, 0~5.0A 93.34 


TENMA 


High Current Switch Mode Power 


Supplies 

Bright LED display eLarge %'" digits Display 
accuracy to 0.1V, 0.1A eExcellent load 

and line regulation ¢Low ripple and noise 
*Overvoltage, overload, temperature and 
short circuit protection *Detachable IEC 


power cord 
Voltage Output 
SKU: Range Current 
57J0202 1~15VDC  60A _ .480.70 
27K5867 3~15VDC = 25A _ 


4-in-1 Particle Counter | 
eMeasure air particles, temperature 
(IR and air), with this affordable 

air quality tester ¢2.8" color LCD 
display *Records images or video of 
test area eMicroSD slot with USB 
interface for recording data ¢Store up 
to 5000 records of air quality data 


SKU: 26W6997....... 999.00 


Digital Thermo-Hygrometer 
with USB 


Measures temperature -4°~140°F 
(-20°~60°C) *Selectable Celsius or 
Fahrenheit ¢Calculates dew point 

©100 point data logging with USB leas 
interface ¢Max/Min and data hold 
*Backlit LCD display =) a 


SKU: 26Y8886....... i SeTuP ENTERDP 
ce 


WARNING pre 5 mae 


Microwave Leak Detector 
eHigh sensitivity detector finds 
radiation leaks in microwave ovens 
eEasy-to-read white backlit LCD 
display ¢Both audible and visual 
notification of radiation levels over 
5.0 mW/cm? eDisplays leakage 
volumes from 0~9.99mW/cm? 
elncludes carrying case 


SKU: 26W7003........ 25.84 


MCM ELECTRONICS TEST EQUIPME 


TENMA 


Portable HDMI Pattern 
Generator 


¢Features 34 static and dynamic 
video test patterns eRefresh 

rates of 60~85Hz ¢Five-button 
operation easily selects resolution, 
scan/refresh rate, and pattern 
¢Rechargeable battery for ultimate 
portability eOutput resolution 

from 480p~1080p elncludes AC 
adapter and 5' HDMI cable 


SKU: 73R4528... 2... eee — 


HDMI Cable Tester 


¢Checks and troubleshoots pin 
connections of HDMI cables 
eLED indicator on main unit and 
remote unit eAutomatic “ON” 
elncludes 9V battery, carrying T= 
case with belt loop and owner's 
manual 


SKU! 26W7061) owe eae 32. 


\_ Homi Tester raeces_/ 


TENMA (¢ 
Compact Clamp Meter 


with Frequency 

3,999 count display *AC/DC 
current measurement ¢Perfect for 
general purpose applications 


SKU: 45M5525....... oe 


TeT4 


Non-Contact Infrared 


Thermometer with 12:1 Ratio 
¢Temperature Range: -4°F~752°F 
(-18°C~400°C) *Selectable °C/°F readings 
¢Data Hold Min/Max Reading Mode 
¢Settable High and Low Alarms *LCD 
Backlight 


SKU: 26Y8889............. = 


TENMA 
Compact Clamp Meter 
eLow cost #2999 count *Measures 


AC/DC voltage, AC current, and 
resistance 


SKU: 80R7486....... 28.14 
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Universal A/V 
Cable Tester 


Tests continuity for all 

types of cables in various 
combinations *Nine-way switch 
for easy selection of cables 

to be tested eInternal battery 
and ground connection status 
check ¢Requires 9V battery (not 
included) 


SKU: 40T6663...... 32.03 


TENMA 
Compact Clamp Meter 
with Temperature 
Measures AC/DC voltage, AC 
current, resistance and temperature 
©1999 count display ¢10MQ input 


impedance *See MCMelectronics. 
com for complete specifications 


SKU: 01N4891....... 36.95 


TENMA’ 
72-7222 
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vellemean 
Three-in-One Lab Unit 


elncludes a digital oscilloscope, digital function generator and 
power supply *The 3 units are electrically separated for ease 
of measurement ®All in one design makes measuring and 
testing fast and easy 


SKU: 86R8077... 22.2... ee eee eee —_ 


\vellemen 


Three-in-One Electronics Lab Unit 


Perfect for hobbyists, the classroom and light service 

and repair use elIncludes soldering station, regulated 

power supply and digital multimeter ¢Temperature range: 
302~842°F eSelectable output voltages: 3, 4.5, 6, 7.5, 9, 
12VDC eOutput: 1.5A (2A peak) eDC voltage: 200mV~600V 
*AC voltage: 200V and 600V eDC current: 200HA~10A 
eResistance test: 2000~2MO ®Diode, transistor and 
continuity test 


SKU!G3R8366:: «0. 52:2 nc cade eee aban om 


vellemean 


USB PC Oscilloscope 
with Function 
Generator 


Software for two channel 
oscilloscope, spectrum 
analyzer, recorder, function 
generator and bode plotter 
*Oscilloscope features True 
RMS, dBV, dBm, p to p, duty 
cycle and frequency readouts 
eFunction generator has sine, 
square and triangle waveforms 
¢Spectrum analyzer offers CH1 or CH2 input channel 
eAutomated sync between scope and generator 


SKU: 86R8079...........-..-22-2008- 245.60 


Dini 
©vellemen 
USB Oscilloscope and Signal Generator 


_ Vane 
TRIPP LITE 
Wr Hy 


Ultra-Compact PowerVerter DC to AC Inverters 


*Convert 12VDC to 120VAC power wherever you need 

it Packs reliable technology into a durable lightweight 
aluminum housing “HF” models provide a permanently 
mounted, convenient power center allowing you to outfit your 
RV or trailer with an entire kitchen or entertainment system 
eMultiple outlets and up to 1800W of available power means 
you can power several pieces of equipment at the same time 
°12V input, 120V output 


SKU: Mfr. # —Output/Watts AC Outlets 
96B1659 PV375 375 2 = 
95K6771 PVIO00HF 1000 4 = 


SS 
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Adjustable Output Power Supply iC 


Provides voltage output range of 0~30VDC and 5VDC and 
12VDC fixed outputs eLaboratory grade for a variety of test 
and service applications eAnalog display shows both current 
and voltage measurements @Short circuit and overload 
protection ¢110VAC/60Hz power supply ¢Mfr. #PS603U 


SKU: 9379159... 22 eee ees _ 


°A breadth of instruments in a small, USB-based package ¢12 MHz Oscilloscope *Functional generator and spectrum analzyer 
Transient recorder and bode plotter *See mcmelectronics.com for full specs 


SKU! 26V8884 2 ..0c5 23.u5 che adige eiede ae ea diee 


MCM ELECTRONICS TEST EQUIPMENT 
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Velleman (é 
Digital Display DC Power Supply 


Provides adjustable 0~15V output and 0~3A current output 
eDual LCD display with backlight for showing voltage and 
current Fuse protected ePlastic front panel, other panels 
made of steel 


SKU! 9819162 onc tie eee eaeees es 


_ Vane 
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PowerVerter Car Inverter with USB Charging 


Ports 

*Converts 12V DC battery power to standard 120V AC 
power @Runs smartphones, laptops, tablets, and GPS units 
*Charge and/or power multiple electronic devices ¢Plugs into 
your vehicle's cigarette lighter socket ¢Built-in interior cooling 
fan eDurable plastic housing ¢One AC outlet ¢Output: 200OW 
eMfr. #PV200USB 


SKU TT S02 . co derancs vee veeowenchewwe 62.31 


aa oO __ 
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Precision Regulated DC Power Supply 
*Convert 120VAC to 13.8VDC (+/-.5V) eProvides excellent 
regulation of output voltage eldeal for use with HAM radio 
and CB radios, test benches, tape players, and amplifiers 
Compact footprint, metal housing and lighted on/off switch 
°4.5A capacity eMfr. #PR4.5 


SKU! O5SHG439 «oc is ee ees et eerie a 


oi 


<= Viclemen 


Industrial Closed Frame Power Supply (€ 


°12VDC/0~A/60W *Closed frame for durability ¢Cooled 
by free air convection *Screw down terminals for a 
secure connection *Overload and short circuit protection 
ePSINO6012 


SKU! 9ST91G4 ioc ei eece ec eet ee os oo 


‘ 
AUTOPHIX® 
OBDMate OBDII Scanner with Graphical 
Display 
eRead and clear DTCs Turns off Check Engine Light (MIL), 
resets monitors eLarge color screen display ¢On-screen data 
stream ¢Trip analysis function and fuel consumption data 


Read and playback history data eUpdatable software (found 
online) 


SKU: 25AC5217 ... 2.2... eee eee eee = 


AUTOPHIX® 
OBDMate 
Advanced OBDII 
Scanner 

eReads and clears: 
generic codes, 

pending codes, and 
manufacturer's specific 
codes *Reads live 

data stream eBuilt-in 
OBD-II DTC lookup 
library ¢Plug and play: 
No batteries needed, 
powered via detachable 
OBD Il cable eLarge 


easy-to-read backlit LCD screen ¢Small size, fits in your palm 
°CE, FCC, and RoHS compliant 


SKU! 25AC5218 2c ccc ieecicereeeraw and 19.92 


AUTOPHIX” 
OBDMate OBDII 
Scanner 

Easily determines 

the cause of the 

Check Engine Light 
Reads hard memory, 
intermittent and historic 
codes and show 
definitions eTurns off 
Check Engine Light, 
clears codes, and resets 
monitors *Easy to use 
with three buttons *Plug 


and play: No batteries 
needed-powered via detachable OBD II cable Small size, fits 
in your palm eCE, FCC, and RoHS compliant 


SKU: 25AC5219 ...... 2.0.0... 2 eee ee eee _ 


XLR 1KHz Tone Generator 


Perfect for testing mic inputs on mixing consoles, 
processors, cable snakes and extensions *Compact device 
is actually the size of a standard XLR-M connector, and is 
powered by standard 12~48VDC phantom power ¢When 
connected to phantom powered input, the red LED lights and 
the test tone is generated *Test frequency: 1KHz sine wave 
¢Output level: -48dBm eDimensions: %" (dia.) x 2%" (LD) 


SKU! 0257811 e202 cesses diacte cee des oe acs oo 


MCM ELECTRONICS TEST EQUIPMENT 


YEAR LIMITED 
WARRANTY 


li 


ML1 Minilyzer* 
Professional Hand Held 
Audio Analyzer 


Features: ¢Provides a 
comprehensive set of analysis 
functions Measures RMS 

or peak levels in absolute 

or relative units eTHD+N 
measurement in dB and % 
eFrequency measurements 
Polarity test function *Common 
mode measurements (signal 
balance) eAuto ranging *Auto 
scaling eAuto nulling eFrequency 
sweep capabilities with external 
signals *Selectable HP and A, C weighting *100 x 64 pixel 
graphical display with backlight Complements the Minirator’ 
Balanced XLR and unbalanced RCA input *Headphone 
output ¢Frequency range of 5Hz~24KHz eTHD measurement 
bandwidth of 10Hz~20KHz eLevel measurements in dBu, 
dBV, VRMS, V peak eAccuracy +0.5% from 20Hz~20KHz 
elnput range from +20dBu~-90dBu Includes owners manual 
*Requires three “AA" batteries, not included 


SKU! O5H9S16 | 60 crieie eee ew ae en = 


Less noise * More sound 


™ STNEMAVE 


Lue S60 dBu ¢ 1.214kH2 


MINIRATOR Analog 


Audio Signal Generator 
The Minirator MR2 is a powerful 


TENMA 

Digital Sound Level Meter 
Measurement range from 30~130dB 
eFrequency range 31.5~8000Hz Selectable 
A and C, Fast and Slow weighting eAnalog 


bar graph Analog inputs eIncludes batteries 
(1.5V AA x 4), windscreen, and zipper case 


SKU: 26W7018............... 85.55 


©nellemen 


Compact DMM 


with Backlit Display 
Features: °3% digit LCD 
display *Measurements: DC 
current up to 10A, AC/DC 
voltage up to 600V, resistance 
up to 2MQ eBacklit display 
Diode, transistor, and continuity test with buzzer eAutomatic 
polarity function eData hold function eIncludes protection 
holster 


SKU: 8803438 ........... 0.000 16.99 


“vellemen 


audio generator, offering a 

full range of useful analog 

test signals for calibration, 
maintenance and repair of 
professional audio equipment. 
Features: *Sine waveforms, 
freely selectable frequencies, up 
to +8dBu *Sweep signals, any 
frequency interval up to ‘2 octave 
eWhite noise Pink noise ®Polarity 
test signal eDelay test signal 
*Backlit LCD display *Frequency 
range: 10Hz~20KHz *Operates 
on three “AA" batteries, or 
included DC power supply Outputs: 
¢Balanced XLR and unbalanced RCA 


SKU! TAR 2426 oss civiers the tarvrzardga tema om 


Less noise * More sound 


MINIRATOR Pro Analog 


Audio Signal Generator 
The MR-PRO is a professional 
analog audio generator providing 
a wide range of test signals. 
User created wave forms 

may be loaded via USB into 

the internal flash memory. 
Innovative technologies include 
continuous monitoring of the 
signal balance, phantom power 
and the impedance of the 
connected load. The integrated 
cable analyzer simplifies trouble 
shooting tasks. Features: eSine 
waveforms, freely selectable 
frequencies, up to +18dBu 
Sweep signals, any frequency interval up to 12 octave 
eWhite noise ePink noise *Polarity test signal eDelay test 
signal ¢*.wav files * Measurement functions: Balance, 
impedance and phantom power voltage *Frequency range: 
10Hz~20KHz Outputs: eBalanced XLR and unbalanced RCA 


SKU! TAR2420 5c ecces edhe aes age eens - 
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Lue 8.68 dBU ¢ LZ14kH2 
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Minirator MR-PRO 


Analog Sound Level Meter 

°7 sound level ranges: 50~126dB eA and 

C weighting ¢Fast/slow response allows 
intermediate and high level measurements 
eRCA output jack. Specifications: *Positions: 
60, 70, 80, 90, 100, 110, 120dB *Load 
impedance: 1Kohm min Distortion: < 2% at 
1KHz, 0.5V Microphone: Electret condenser 
microphone, omnidirectional, directionality 
increases at higher frequencies ®Precision: 

+ 2dB at 144dB eOutput signal: Max 1V 
deviation at 1KHz for the entire range @QV battery, included 
Battery test: OK indication between 7 and 10.5V °110 
operating hours (alkaline batteries) 6.3" x 2.4" x 1.7" 


SKU: 96K1520..................0.0000. —_ 
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IMPEDANCE METER 
CALCULATED WATTS 


ZM1 and ZM1P Audio Impedance Meters 
eMeasure impedance at 100Hz, 330Hz, 1KHz and 10KHz, 
providing accurate measurement of a single loudspeaker, an 
entire distributed system, or individual components ¢3/2 digit 
LCD display Shows system impedance with accuracy of up 
to 0.10 *Calculates the wattage rating of the entire system 
70V distributed eThe ZM1P adds an overload protection 
circuit that prevents the meter from being damaged by 
amplifier output overloads up to 120VAC eAlso features a 
tone generator to improve system testing and performance 
Banana test leads included 


Fig. SKU: Mfr. # 
A 87H9137 ZM1 oo 
B 31K6098 ZM1P _ 
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—— 


wi » ; r =) 
schneider Electric 
and Newark elemen 


Schneider Electric creates efficiency through cost effective 
products and solutions that use less energy, while increasing 
your productivity and speed to market 


by Schneider Electric 


Schneider 


Electric 


©2016 Schneider Electric. All Rights Reserved. Schneider Electric, Square D and Telemicanique Sensors are trademarks owned by Schneider Electric Industries 
SAS or its affiliated companies. All other trademarks are property of their respective owners. ® www.schneider-electric.com 


ABS - BAT 


A 


ABSORBENTS............. 1295-1296 
AC DRIVES 
FVNRO|N eeeernmenrereeceerececn 1171-1172 
SCHNEIDER EELECMRIGtrrescce: alilzds) 
AC-TO-DC 
CONVERTERG...................0. 821 
ADAPTERS 
PAU GIO Ss ovcccevccsessecenseresacteecstscscusvevests 220 
Banana Plug/Jack..........cce 1412 
Between-Series 
AMPHENOL ..... 396-398, 407-408, 
413, 418 
BOMAR 
INTERCONNECT inc 398-399 
POMONA... 401, 413-414, 428 
TE CONNECTIVITY scccxccnce 395-396 
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BNC 
ANIPHEN@ Eeeececees i 
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ME CONNECTING src 405 
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MULTICOMP. 895 
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D-Subminiature 
AMERENOL.......... 256-257 
RUIN FA ccc ceceracnanences 262-263 
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D-Subminiature (continued) 


L-COM CONNECTIVITY 


PRODUGISHiiar nent 203, 234 
Willi ceeccicccaictscncssescesevevivvevaerevissces 208 
EMI Filtered ieee stccveevcnre. 256-257 
Re oecccnnsavarieter rosie torieureyeveerievsccset 402 
FIBGI-OptiG s.r cccesaeecereeeeees 431 
Gender Changers ..........::::ceeee 233 
In-Series Adapter .........ccceee 393 
ER SsAMU LEG Te) 0) Gopeemneeneen cement tree 1250 
REE lol eacheecreeeerrnsaeateerrreremrercreeetteerd 220 
LAN Interconnect... 1407 
Male-to-Femalle ......s0ereusessrsees 401 
MILEC 890M 2a icvseuercremeeers 399 
ModUlariv.srrscssrcrevrrrrst 203, 234 
N 

AMPHEN@ Ei rsrcrnteriasss 396, 413 

IOTRINISION oeeseeccerereecerrerr ts 399-400 

POMONA ee ecrerrrervet 401, 412 
brecercisrenmeryernrerncierer terete ss 401 
SMA 

(AMPHENO Lee eeerreeres: 396, 413 

JORINSON ee eeretterseceseeses case 400 

MUILETIC OM Prac sssrrsrressscerereess 395 

PONONAR ecstecreseesrerrerices 401 
BOCK ON ss cctadseunernenenncnananrnnneneannacnans 120 
SIO erremrererrrerrrcirrrerecrerrraerissceesse 431 
Telco/MOdular..........:ccccceees 203, 234 
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AMPHEN@ Err rrsaeriaes 396, 413 

POMONA rccccetererercsceiieriie: 401 
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ADHESIVES 
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SOUUMONS aaveeneies 1572-1573 
AIR GUNS... 1326 
ALIGNMENT TOOLG......... 1255 
ALLIGATOR 

(See Alligator Clips) 
ALLIGATOR CLIPS........... 1265, 
1391, 1411 
AMMETERS 


(See Meters, Ammeters) 


AMPLIFIERS 
Fiber: Optigs ese 1117 
LOTS (oi etreeeeereerers ssc pees trrcerccree 1353 
Loudspeaker Connectors..........-- 382 
ANALOG 
MULTIMETERG........... 1389-1390 
ANALOG SWITCHES, 
SEMICONDUCTORS .......50-51 
ANALOG VOMG.......... 1389-1390 
ANALYZERS 
Microwaveremscss eee 1403 
Network ener ennui 1403 
Power Quality «2... 1399-1400 
Soldering Iron «2... 1203-1204 
Spectrum 1402-1404 


ANTISTATIC PRODUCTS 


(See Static Control Products) 


APPLICATION 
TOOLING He wee eee 508 
ATTENUATORS ......400-401, 412 
AUDIBLE SIGNAL DEVICES 
(See Warning Devices, Audible) 
AUDIBLE/VISUAL WARNING 
DEVICES 
(See Warning Devices, Audible/Visual) 
AUDIO CABLE 
ASSEMBLIEG................... 538-539 


AUDIO CONNECTORS 


(See Connectors, Audio) 


AUDIO EQUIPMENT 


Loudspeakers .........:::cceceeseeeeees 1309 
Microphones 
DESktO pi enrsunrucrcnetecces 1308-1309 
EIS CHO tre eercreerereneemerecneennnns 113 
SUNT ACE VIO UN tgnncnesennssseseresserscer 113 
RagingiProdicts rr. css. 1309 
MAMSTONMOANS tr rscrsseccsessesesscsees 883-884 
AUTOMATIC PROCESS 
CONTROL... 1176 
AUTOMOTIVE FUSE 
CLIPS ere 738-739 
AUTOMOTIVE FUSE 
HOLDERS 


KEYSTONE ELECTRONICS 
(CLO) i ed erecnenrcrdooreerereosssossosesss 738-739 


TS Be eeeeaee creme 733 


AUTOMOTIVE RELAYS 


(See Relays, Automotive) 


MCM PRODUCTG............. 1578-1726 


BACKPLANE 
CONNECTORS 


(See Connectors, Backplane) 


BAGS, STATIC CONTROL 


MULTICOMP......:--sseeseeeeee 1316-1317 
GloGi Bee B yr tees 1317-1318 
BALANCERS, TORQUE 
TOO boas 1259 
ADAM EQUIPMENT........-+- 1438-1439 
IMC Ole axe 1261 
BANANA PLUGS/JACKS 


(See Connectors) 


BARRIER BLOCKS 


(See Terminal Strips/Blocks) 


BATTERIES 

Alkaline 
DURACELL ....... 835-836, 840-841 
ENERGIZER 5 o<cc<.-- 836, 840-841 
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BATTERIES (continued) 


PROMEEC eee trce cers reese: 835 

FRAVOVAG reer eerer rere, 836 

ULTRALAST 
[Bye \etel Wal etcloy clr peevecereeerrecrecccececcerce 842 
Calculator/Watch 837, 841 
CMOS) BackUp icrcesscesssse 837-838 
Coin Cell 

DANTONA INDUSTRIES, 

[IN (Ca Fresrenrsacermcecrereererer ecreecerer cere 840 

PANASONIC. ccceccecessese: 838-839 

RAY OVAG? srerirrieerrii iii. 837 

TADIRAN ....... Fens sescuseucnsseceusereces 837 
Computer Clock 

RAN OVAG Severe eeciccns 836-837 

TADIRAN s. itvccsscecscauiesearss 837-838 
IS CUNOIMES sissusausteesecaetnctntesteatesedcees 837 
General-Purpose 

DANTONA INDUSTRIES, 

LING ses ses east ecvecnesgssesasseasezeens 840 

ENERGIZER rere 836, 840 

WIETIRALEAS ries -acassccereseeseaescenes 835 
Heavy-Duty 
Industrial 

DURACELL iecrecscveessssssseiss 835-836 

ENERGIZER terse 836, 840 

RAYOVAC 

HEN evan | seeeceeereceeerceereeeerececrped 837 
SIT ON vr osveirecererosnnar ee eeeeies 840 
LeadtAcid un eiieegeeee: 843-844 
Lithium 

DANTONA INDUSTRIES, 

INGsriscccceece 838-840 

DURACELL re cccccasuerses: 840-841 

ENERGIZER Girone 840-841 

PANASONIG# sae 838-839 

[vat KONING srecereceeceereccerececre 836-837 

TADIRAN .... 837-838 
Manganese Dioxide................:0 841 
Medical 

DURACELL rriccnescerres 840-841 

[ENS RES ASHIIN (Cieeececcaccececeensrecnere 843 

WADIA: evecceveccisszsssvssssszeserts 837 
Memory Backup 

DANTONA INDUSTRIES, 

IN Gaeesreerrerrereceerececrereecererter error 838 
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BATTERIES (continued) 
Memory Backup (continued) 


ENERSW SING ircccucrcscsrreservess 843 
TADIRAN .... 


Nickel Cadmium (Ni-cd), 


---842-843 


Rechargeable 


Nickel Metal Hydride 


(NTI a) eererereecrceereceeerceereececrereen 842-843 
Photo/Electronic 

DANTONA INDUSTRIES, 

WING scaececscccccescccveces ... 839 

BWIRAG Bl rere cccccecescccesreaes 840-841 

ENERGIZE Rercccccecccceeorees 840-841 
Rechargeable 

DANTONA INDUSTRIES, 

WING eres ee scvssssvececescecescecesceecs 842-843 

ENERGIZERG sists i strnerta.. 842 

ENERSY SINGH aennccreres: 843 

PANASONIG :csccccccccscrccsesceevss 844 
Silver OXide..........eeeeseeeeeeeee 840-841 
SUMACE MOU cexcccccecxecrccssnssenensses 837 
WUT WAN Et Pceereceeereaerencass 837-838 
Watch/Calculator ..............00 837, 841 
PAL coca cree ee eres anata tar 841 

BATTERY 
DURA CE ILIE a iirsceercrrrter ce 841-842 
ROE LE © ee seares coremeenee reer ccerterea 835 
BATTERY ACCESSORIES 

Chargers 

DWRAC Bue rrereececceesecscerere: 841-842 

MILWAUKEE TOOL...... 1265, 1311 

PCAN RL =, Geerereniererre ne ee 844 
Clips 

BUD sie ccccsceccceccevccecessvxcccessessaces 1487 

KEYSTONE ELECTRONICS 

COR Pier rarer caeeemsercrretece 845-846 
Contacts 


KEYSTONE ELECTRONICS 


GOR Peeicccciic ie erenece 844-845 

MILL-MAX nla 
Holders 

BUD siviscieesescescvcesscsevevcevesccseeses 1487 

BULGIN COMPONENTS ......... 849 


KEYSTONE ELECTRONICS 
CO Rt Pivaressteccenccceteenetersesecte 846-849 


BATTERY ACCESSORIES (continued) 


MILWAUKEE TOOL ce cccsccccsrecsse 1265 


BIOEIETS ansnnnsecececcoceccerreeenrere 836-837 


BAT - BOX 


BEZEL ASSEMBLIES, 


B&IGPRECISION Gs ecrrse caer 1341 
IGVWVGINGSIIE Kee Pir greesceversevecsecessccacate 1342 
KEYSIGHT 

TECHNOLOGIES = sccsccccs.s. 1339-1340 
PICO TECHNOLOGY 

TENA Dist iaeeescrersrrecsacs: 1343-1345 
TEKGIRO@N Greer aeecrcercans 1336-1339 


BENCH POWER SUPPLIES 


Programmable 


B&K PRECISION........... 1364-1365 
GWiINSTEK: fesse. 1365 
KEITHLEY 
INSTRUMENTS.............. 1367-1368 
KEYSIGHT 
TECHNOLOGIES Ses 1359, 
1368-1371 
TDK-LAMBDA AMERICAS, 
INGixceccroreteceseerrrcience 1372 
TIERONE. Grecreeerereernctresorercs S73 
Single Output 
AIM-TTI INSTRUMENTS......... 1363 
B&iRREGISIONG 2: w.wuce 1364 
GWAINSTIEKaasniccsse 1365 
KEITHLEY 
INSTRUMENTSG.............. 1367-1368 
KEYSIGHT i 


ECHNOLOGIES... 1349, 1369-1371 


Triple Output 
KEITHLEY INSTRUMENTS .... 1367 
KEYSIGHT 


TECHNOLOGIES .......... 1370-1371 
ROHDE & SCHWARZ............. 1372 
TENN eee cere ceerecne ere sree 1373 
BETWEEN-SERIES 
ADAPTERS 
(See Adapters) 


(DU jllbrerrrccerccceeerceececcececcet ere 1228, 1267 
SCHOWGIVET vencrcrcmncsiatsis 1267-1268 
Product Index..........000 1266-1267 
WIA eeegerree ateeccsesscceseeeesrsceyrses 1234 
BLOCKS 
US@iescesceweresssreieireteocy 701, 736-737 
qenrininiell eee res 137, 443 
BLOWERS 
CP Geer repre ene 1550-1552 
DG eerertrevvre vere utrecrriry 1551-1552 


BNC DEVICES 
(See Connectors, BNC) 


BOARD MOUNT 
CONNECTORS 


(See Connectors, PC Board) 


BOARD MOUNT SOCKETS 


(See Sockets, PC Board) 
BOARDS wees 503 


BOOTS, ENCLOSURE ..... 1473 
BOOTS, SWITCH 


(See Switch Accessories, Boots/ 


Seals) 


BOXES 


Aluminum 


(See Enclosures, Aluminum) 


DIN Rail Mount ..........sssesceseesesees 1494 
[2\U 0 ecrerecrereeceneuderenceeess 1485-1486 
HAMMOND...........c:cc000 1456-1458 
WAGO CORPORATION ........... 527 
WEIDMULLER INC..........0::0+ 527 

Hand-Held 


(See Enclosures, Hand-Held) 


Limessia 0] (ile, peeseesee ereeeeurneenare 1451-1452 
Junction 
BUD Rs 1448, 1451-1452, 1475 
HAMMOND ..........::000+ 1453-1455 
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BOX- CAB 


BOXES (continued) 
Junction (continued) 


HOFFMAN we 1459, 


1461-1464, 1470 


NEMA 


(See Enclosures, NEMA) 


[Ota ite, G1! (etpeeensceareernereeree res 1494 
PlaStiCn tnccrrcrercerracs 1299, 1494 
PO RING (icccccsccrxeccesscsueccsveces 1487, 1494 
[Sr 8) 612 UD aaeennenneneenereeerernr errr 1496 
koe nce ee ee 1467 
Storage 

[210] D Pererercerrececrecerny rey rire 1486 

DURATOOL ccc 1299-1300, 1302 
MOON ccccccececveseeseressnsecsticcsicescresvevs® 1302 
With ee eerererecrererrereree eerie Cee (Sey 
Wall Mount 


(See Enclosures, Wall Mount) 


Watertight 


(See Enclosures, Watertight) 


BRACKETS... 1503 
BRAID 
Copper 
AL PHAWVIRE Ss sceecsne. 623-624 


BURNISHERG....................... 1256 
BUSHINGS 
Cable Clamp 
Jl ass si @) Bena anateerecreerer emer 331 
TE GONNECTIVITY scscssessee 325-326 


Cord Strain Relief 


MUETIGOM Peerrccscezccccrcazeccecescs 617 

TE CONNECTIVIMY «.22....<: 325-326 

NS CROW oeececaceccecssecsarssncenetnenen 1288 

BUTT SPLICES........000.. 634 
BUZZERS nesses 1056 
MCM PRODUCTG............... 1578-1726 
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CABINET RACK 
ACCESSORIES 

BlOWerS#ieccciscercrcsrieste 1499, 1505 
BOROWISGe ) perncnce ea 1510 
Brackets 

BUD ec eviesssrsiteranieeireses 1503 

GENERAL DEVICEG............... 1520 

IAIMIM OND ccecceceecerercsreresiese: 1514 
[210] 8 feerercrrererceer reese rere 1502-1503 
Cable Carriers/Organizers .......... O24 
Castersicccccizseccerecseretereeres 1499, 1505 
CASS ene ee 192) 
CASSIS SUDOS ic cenccnccncerecrees 1519-1520 
Desktops 

BU Dit etieenecomerccet 1502-1503 

IAIMINIOND ic iecccacestereernces 1512 
DRAMIOTS. cccessesesssersensernteeeienceneasss 1512 
Fantlopsmminnnca 1509-1510 
Fan Trays 

[= 10D eerrerererer errr 1499, 1505 

IUAIMIMION Deere reereveregceess 1523 
Fans 

BUD arn niresnies 1499, 1505 

AMIMONDE ne ireeescereeses 1523 

SAN OIDENKlnceesercrreverevsze 1539 
[ELC IN oc Retocroeron ctr rererrerrerrrrs ts 1508 


Hardware, Mounting 


Je1U |B ererrerreorretreerrceecrerccerrere 
HAMMOND 
SCHROFF 
Levelers.... 
UTStSIHOS .2.ccccccecseescrceee 1499, 1505 
Panels 
BUD iassaesnss 1499, 1504-1505 
HAMMOND......... 1509, 1512-1514, 
1523 
Rack Mount Boxes .......0.0eeee 1496 
RaUIS ecscecccsecceesstsvesvessiiaesn 1508-1509 
Shelves 
[21 |B eepecrerecrmnnrrnerrecce 1499, 1505 
GENERALE DEVICES. .---.c<c<1::-0 d52i 
FIAMMONDiiiitencs: 1511-1512 
SIGS 7a eerie reece 1514 


CABINET RACK ACCESSORIES 
(continued) 


Sliding Mechanisms... il 


Sliding Shelves ................. NSO2 511 


Surge Suppressors ...........00. 858- 


CABINET RACKS 


(See Racks, Cabinet) 


CABINETS 


Data Interface Ports 
(See Data Interface Ports) 


Rack Accessories 


(See Racks, Accessories) 


520 


859 


Racks MOutttjrc..vs-csscvesecnres 1495-1496 


Racks 


(See Racks, Cabinet) 


Storage 


AKRGO-MIBES tivccussesssss 1300-1301 


DU RATOO Wrenner rerererercer: 1299 


Utility 
(See Boxes) 


Wall Mount 


(See Enclosures) 


BIN Gre cites tices neccoeccrnestrncncctany 1417 
MULTE OM esttenesscseter rit: 538 
POMONA Gi aera 1417, 1420-1421 


Camera... 


Cate QOMY SE sesccracnsassassasseess 543-544 

Centronics® Data cc cecccccceen 533 

COANE a vornssnsunsenaassssss:sscrsexeexscssces 1417 
AN PEEN@ Berar enc 539-541 
JOHNSON iiesrcssce caterers 541 
L-COM CONNECTIVITY 
PRODUGISHS cece ester 541 


Coaxial (continued) 


CABLE ASSEMBLIES (continued) 


MUELLER ELECTRIC 20:00 1420 
MULTIGOMP vaccssssssssssssransn 538-539 
POMONA ............ 1417, 1420-1421 
ME;CONNECTIVIMN Aerts 423 
DAES asia cracracrecentcecrnceesessssssssorevtereers 533 
DIN 533 
D-Sub 
BM essccssrreneesernaperssosoerorectenenrte 534 
BELDEN| CABLE. is scsccccsccccsccces 535 
L-COM CONNECTIVITY 
PRODUGISS esti 535 
MEGCONNEGTIV ITN eres 537 
DM sscsvesversrsssereenres cosuressesssteseeteon 538 
[Sy SU 11a Dee peeseeereeres coeeeeeteas ecto 533 
AD Ml isssesessasteseceeseceesessescssascsts 208-209 
IBM® Parallel Printer...............0. 533 
IDGirece err eee 537-538 
[EEE A264 yc cccceccsceccssssessesessn 533, 545 
lintethevoe SUS... crc cesstessesseerscrscrsar 545 
KeOVbOarG ieee ieee eee 533 
Male-to-Female 
el | 2d i Bl 8), I RONRERSeSeRSRSSS TS 539-541 
MUIETIGOMER. ecsceeee 533, 538 
Male-to-Male 
AMPHENOLE eer 539-541 
MU IETIG OM Pe eressescncee een 533, 538 
POMONAY Bierce 1420-1421 
MOCO ixacccccerstescessccrssreerrere. 533 


PrOguct IMGex 0. -:. cesses 543 
Phone) Plugin. 
Power Supply Y.... 
PUTO sc ccsnccacassessesasasssssesssssxctccicncs 533 
Quick-Disconnect..............6 371-372, 
378-380 
PRUETT cpcccvsencevcuceseucousssssesvesssstatsscaen 229 
RJ-45 
AIM CAMBRIDGE ...........: 544 
AMPHENOE ss 227-229, 545 
TETCONNECTIVIMY esenne Pails) 
RS R28 Direc esc aeeee re 38 
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CABLE ASSEMBLIES (continued) 


Sensor 
BRAD 371-372, 378-380 
EATON S ssscsssssteriistiieserersiee: ale 
IDEG sassnersssetesesrseee 1113 
OMRON ELECTRONIC 
COMPONENTG............0:05 232-233 
TIEIGONNEGTINIMY <c00-.<--2 377-378 
MUCK iavesievsidvecevvacesgssssuessunnes 380 

SetialSnene omer 38, 533 


L-COM CONNECTIVITY 
PRODUCTS Hae eee 537 
IMO ere eee 202 
GING cern cum e serine 208, 538 
Video 
L-COM CONNECTIVITY 
PRODUCTS 208, 254 
[UTE CONT Picccercceereeremcee reece 538 
CABLE BOOTS............... 321, 632 
CABLE CLAMPS 
MULTIG OMB. eerie 642-644 
PAN DI liipererrrcrere ener rir rr 644 
SUNBAN Ke ieestercemeerm ccrme 352 
TE CONNECTIVITY 
TE CONNECTIVITY / AMP.......321 
TE CONNECTIVITY / 
RAYGHEM ae eee 325-326 
CABLE CLIPS..........0....00.04 644 
CABLE CONNECTORS 


(See Connectors) 


CABLE CUTTERS..... 1243, 1248 
CABLE GLANDS 

MULTIGONIP eee eee 532 
TE CONNECTIVITY 324-326 


CABLE MARKER BOOKS 654 
CABLE MARKER 


PRINTERS ........0000.0.0000..... 648-649 
PAN DU Wlpeee see eee 652 
TEIGONINEGMIN IN eee 655 
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CABLE MARKER 
SHEEN S22 anaes 654 


CABLE MARKER TAGS.... 648, 


655 


PAN DUN Tissseesens eee 653-654 
TE CONNECTIVITY.......c000008 635, 655 
THOMAS & BETTS .o.ccsscssesesesseeee 654 

CABLE MOUNTG........... 644-645 

CABLE PLUGG....................... 412 

CABLE SEALG................ 321, 632 

CABLE STRAP6..................... 665 

CABLE TESTERS AND 

ACCESSORIEG.................... 1228 

CABLE TIE CLAMPS AND 

CLIPS 22sec 643-644 


CABLE TIE INSTALLATION 
TOOLS 


PANU eierrcncn.-corccesrercsscensns 666-667 
MHOMAS GIBEUMSisccccecccrecereecercacs 665 
OX EUINM Eaeeeeccracececerseccecectcasnresarers 667 


CABLE TIE MOUNTS 


MULTICOMP.......c0c00seee: 643, 658-659 
PANDUIM 22 644-645, 660-663 
THOMAS & BETTS ......sceeso0es 664-665 

CABLE TIES 
MULTICOMP.........c0se00eee: 656-659, 666 
ANI DU peer ee 660-664 
MESCONNECTIVIMY cece cnet: 325 
THOMAS & BETTS .......cceeso0e- 664-666 

CABLE WRAP 
MULTICOMP.........c0cc0seee: 617, 621-625 
PANDUM 2 - ccceeae 618-619 
TE CONNECTIVITY.......ccccco0ee 625-626 

CABLE-TO-CABLE 

CONNECTORS 


(See Connectors) 


CABLE-TO-PANEL 
CONNECTORS 
(See Connectors) 
CABLE/WIRE 
revedcecsleecensacesssceeassesecenanetvys 591 
egescceesvexsssecesorree nen 562, 587 
Serer crrrecr rents 582, 592 


582, 586-587 
PARINVOO OG csccarcnrcansssensatasnnnenses 558-559 
C\WWo overreceereren 552, 554-555, 576-577, 

580-581, 585-587, 591-592 


Audio/Broadcast/Control/ 


Instrumentation/ 
Composite ..... 576-577, 582, 585-586 
PAUGIOINIAG Ole: -meesaserrsneree cence 582 
TAU) 10) (015 Se IN beaneneenceecreccecr mercer ree 553 
BEMDENICAB ME meni 576-577 
|=: erste [ots |yto Pepeeneeeeepeenee pe eareanenee 582 
Broadcast 

(ALPHA VIE erasers ates 552 


BELDEN CABLE554-555, 576-577, 
582, 585-586, 590-592 


BUSI BAM ccrcascarcarcncnsossonscsnnecnrnsverenant 616 
Category 5e 

ALPHA WIRE One 

BELDEN CABLE........ 582, 588-589 

MEICONNE GTN iccccccceccceerecee 562 
CategonyGrnt. en ce 582, 588 
LOT NIN A percerer cere eee TS 582, 591 
GIVER eer ierte erenece ietircee eaten 582 
Coaxial 

(AL PHAWIRES tec n ec sceniates 590 

BELDEN CABLE........ 582, 590-592 
Goaxial) |Broadbandhi iui ainnee 582 
Communication 

ALPHA WIRE............ 552, 557-568, 


570-571, 576 
BELDEN CABLE580-582, 585-587, 


591-592 

Composite 
ALL EES OMNES secre canmemeanwense rere 552 
BELDEN CABLE........ 553-555, 582 
Computer...... 554-556, 580-581, 586, 
590-593 


CAB - CAB 


CABLE/WIRE (continued) 
(Glo) ql fel(0icc\ 8) e Beeprererrreernee erences 5911 
Control 
ALPHA WIRE.... 552-553, 557-572, 
574-579, 581-584 
BELDEN CABLE554-555, 576-577, 


580-581, 585-587 


Data 
ALPHA WIRE.....561, 572-574, 576 
BELDENI CABLE srs-cccos 653; 582; 
588-589, 592 
TE CONNECTIVITY........... 562, 568 
Databus 
[B= hE essere preerer are 591 
[Des (oes) gS, Se HARASS Sas aeaa anaes SauSuaRSS SSC 553 
DIQital es reesreassrassseerdeeeeesonmvonsrene 590 
Ethernet 
AUP HAW IRE ssesseseeeesr ne 576 
BELEN CABLES ss 589 
TE CONNECTIVITY.......... 223, 562 
FID CFO tl C.ocsscascxacannsssssssssssssssxere 683 
FRG WAI QUIN scssccsccarrsevsevseeesssssessasstece 582 
Flat 
ON peeccecece merece ecereecer 593-594 
UN We Ta) NAILS | Seescsorseeccecuccscuccaccere 595 
AMPTIEN@ Le eee eerscesreerreses 595 
Flexible 
ALPHA WIRE.....552, 571-579, 590 
BELEN) CABUE er scsscssscsstsces 585 
MUETIC OM Rene 596-597 
High-Temperature 
ALPHA WIRE.....564, 595, 597-601 
BELDEN CABLE........ 591, 612-614 
MULTICOMP..... 596-597 
High: Voltagersa:.cccss--sse 595 
... 608 
ALPHA WIRE.........c:eeeee 597-607 
BELDENICABLE 610-616 
MUENICOMER 2 eae: 595-597 
INTIEWING ors ieeceerverstosecrevecsscontetes 615 
Hook-Up Wire Kits................ 597, 613 
Industrial Automation.............0008 588 
Instrumentation.....554-555, 576-577, 


580-582, 585-587, 590-592 
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CABLE/WIRE (continued) 


LAN 
FALL PHAWVIRE Ssccceceresectesteeecanct 590 
BEEBENIGABEE 588-589 
GAC rcecececcererserereceerscsersssses: 595, 616 
Low Capacitance......... 554, 556, 585, 
592-593 
Magnets seni wcencca se 615-616 
IMBIAING 's exserserscsccsscsssanesassansassnuseueees« 582 
[i efroyol nol it: enemcernanscreterer reer es 552) 
WHGROWANO ccrrttnearnantensesrenrensnrecsccres 591 
[ICT Es) 1), 12 esa ane paren ser rer ere rere 552 
Multiconductor 
BEEDENIGAB UE: iercccrcceccrercees BYTE 
Industrial........... 572-573, 577-579, 
581-584 
MIGhO PRONG sissecescstesr ees 552 
Plenum 
APTA WIRE scccccceccannne 558, 562 
BELDENICABU Ee sens 585 
Shielded 
ALPHA WIRE....... 552, 557-559, 


561-568, 571-575, 577-578, 
581-584, 590 

BEUDENIGABLET  ncwuwe 552, 
554-555, 582, 586-587, 589, 


592 

TE CONNECTIVITY ............ 568 
Unshielded 

PUPA. VUIRE cccecccanccance 563-564, 


569-570, 572, 575-576, 
578-579, 583-584 
BEUDENICABLE ss e..c..ss0 555, 
577, 582, 586-587 

COLEMAN CABLE, 


WING ose ctecesdetaeooteensenrened 558-559 
Multitnedianiiiaccccccersescevree 582 
Multipair 

lnduisttial cerca. 553, 063-0140 10 
Low-Capacitance............. 560, 585 
Non PIQGUII ..cscccsereecenrornenes 590 
Shielded 

ALPHA WIRE....... 553, 559-561, 


570-571, 573-574, 576 
BELDEN CABLE...576-577, 585 


TE CONNECTIVITY .........0.. 562 
Multipair (continued) 
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CABLE/WIRE (continued) 
Wyatt nileile ciel benstenrereererennerevnerercers 576 


Musical Instrument 


Network 


(alle Te PN 1 l= preretecrerecreperrereeneres 576 


Non-Raireg ie... 552, 554-555, 592 


oie) 


Paired 
Shielded ... 553-556, 577, 580-581, 
586-588, 592-593 


Unshielded 


Power-Limited.............::::00+ 585-588 


Process Control 


AL PEVAN WIRE iecvcturscssesersensrsess 584 


ro leereeeeenerreeeereerereeerteeeet 593-594 

FAL PEVAQWIRE ieccatevecossenterentesees 595 

TAMPHEN@ Leiicerassiessesesreesseeeee 595 
POU 1OH Fah oa decccceccecesissisaes 594-595 
RS-232 

(ALPHAWVIRE eer vercrccree 570 

BELDEN CABLE........ 554-556, 592 
Riotr CAC A Raa arena aae eae ees 592 
RSSA BS acerrescrerevriveccrcees 553 
RS CLINI jemerrencteeeeesceeeee see nett 586-587 
Shielding/Bonding ..............00 624 
UNCON rence en os 595 


Single Pair 


SHICIGSAE: Waeeresreerense 585-586 

Wrshielded evvercrcc rere: Ont 
TIAN seu eee ev rearanrnntrsssacaeeacnees 592 
SOU pereeeeeener eee 586-587 
Mele phone keceeer nerves 592 
TSE POG so ssctectnuracsssceccccreees 613 
TINOMMOCOUPI 6 i.e ccccceccecceseesscasesseie 1122 
TRANSMUSSION .. ccsscarewasnenaseaceacs 590-592 


CABLE/WIRE (continued) 


G2 \pesesosnrensreeee 554, 556, 586-588, 593 
WAI sesswrcscsscsscsccssessssscxscsoprrerevees 592 
HL Wu] orereerceerececeeecerversrpere 553, 590-591 
Twinaxial 

ALPHA WIRE: seseseetcccce 590 

BELDEN| GABLE ees 591-592 
TIRUISE TORII, ocnsxxsxencsereeeey reese esses 593 
Uae rc 577, 588 
Variable Frequency Drive.............. 553 
NIGCO ss siessincssrssrstssseresvsres 588, 590-592 
iG) (5° o Takreer ce cecceececeeeesrcseeeeee ree 588 
WIGING eiuicecssevsseessteservssevessesssesties 616 
CALIBRATORS .......... 1428, 1433 
CAMERAS ...........0... cece 1435 


CAPACITANCE METERS 


(See Meters, Capacitance) 


CAPACITORS 

AC Film 
BIGTOO RUN viissaccereccceseacesens res 84 
Polypropyleneiicwceeeee 86 
Polypropylene Metallized...... 84-85 
Suppression Polypropylene....... 86 


Ceramic Multilayer 


Surface Mount 


DC Aluminum 
Axial 
GENIE Qivscscvsrssrsessrsresrsresestess 85 
ILLINOIS CAPACITOR, INC... 81 


TSO a tareseeeese reece 82 
Screw Computer-Grade 

CORNELL DUBILIER......... 82-83 

(Cl eirrprrereteree eceetece pp perrrern Sse 85 

Screw Terminal.......cccsscceee 81 

Surface Mount OS-CON............. 80 

DGiB IM iassiresscesrcssereeveceereceeeecoss 85-86 


Surface Mount 


PANASONIC 


Tantalum Solid 


CAPACITORS (continued) 


Surface Mount (continued) 
Tantalum Solid (continued) 


Tantalum Solid 


Surface Mount 


TNR ee WO=at 
KEMEMa ones 78-80 
CAPS, DUST 
AMPHENOL 
CONIA eres ee 368 
TE CONNECTIVITY........ 152, 321, 323 
CARD CAGEG.................. 198-199 


CARD EDGE CONNECTORS 


(See Connectors) 


CARD EJECTORG................ 125 
CARD GUIDEG..................... 1521 
CARD RACKS ................... 1521 
CASES 
IACCOSSONOS i ioe ett eceeceeneeteeteeet 1473 
(erp Le eee 1302-1303 
IMStrUNMONt c.ceeteeetecestestesssceecceste 1303 
PONTO ees 1493 
Utility 


(See Boxes) 


GAULKS ss 1296 
CHAIRS..........0..0.0.0.00 1314-1315 
CHARTLESS 

RECORDERS ........................ 1401 


CHASSIS, RACK MOUNT 


GENERAL DEVICES. .......s00000000 1521 
GREENLEE 
COMMUNICATIONS... 1239 
SSG HOFF scseeasessessessssecssssesrcctecre Wen 
CHEMICALS 
Adhesive RemoverS...........0008 1269 
Adhesives 
OMlstssvessesesss 1269-1270, 1572 
LOCTITE 1270-1271 
WAKEFIELD 
SOUUMIONS | 5 eeccceee- 1572-1573 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


CHEMICALS (continued) 


Antistatic Sprays..........0.. 1272, 1276 
Cleaners 
Adhesive Removers .........:0+ 1276 
Antistaticnier .cseee WEES METAS 
Circuit Breaker ............. N2Ziale Weir 
CONMOCIOR eioecrenenaaeaes 1274 
[Sia (72.6, sentra s 1274-1275 
Degreasers 
FS) [eee ana porParrer ro 1272 
CHEMTRONICS ............0.. 1274 
TECH SPRAY. 
Dusting|SpraySacnwee 
Electrical: see tceconnses N27 Nera: 
EIS CHOMCS eivecrccenninnnnesss 1273-1274 


CHEMTRONICS. ...... 1218, 1273 


MECHISPRAY.ce-.cce:s 1274-1275 
GIASS .romewenenanstanar 1276 
MMGtalesseecscscsssterserscizusesesessteas 1274 
(Oe hilerslssereencrereererrer eee eeeeeicece 1309 
Pads, Presaturated ................ 1275 
P@iBoand iriccicsecsacescerscees 1274 
PRRCISION weererreneeecssssssssses 1274 
Rejuvenatonnt rc 1276 
ROUDOUNS rreerenn ec ees. 1295-1296 
WidS0 HOO. iienncnnaereasacs 1273 

Coatings 
CHEMTRONICS............ 1213-1214, 
1271 
MEGHISPRAV ieee 1272, 1276 
(@7oYo) [late }ts! 9) f2 We irreceeceeecereecee! 1275-1276 
BISGUOMMES ) vusnstcceccnetacesscseescehes 1271 
EROX Ye ercece censccuececes 1269, 1271 
FURROW ca eae ere reee 1272 


Heat Sink Compounds ...... 1572-1573 


RUFC AMS ierccrccsssecstscensasesressereses 1573 

MC OUIES sseancnenteereccerecceceevsiverecete 1271 

SOMMeHINIASKS tae wercesrersse esse 1219 
CHOKES, FILTER ................. 877 
CHOKES, HIGH-CURRENT 
FRR esses sessceerteeserrcteeetirneerseenses 108 
CIRCUIT BOARD 
ACCESSORIES 


(See PC Board Accessories) 


Product Index 


CIRCUIT BREAKER 
ACCESSORIES 
Boots/Seals tie-in. 740 
EATON ea erreerecttrccccertina 743-744 


SQUARE D BY SCHNEIDER 


[SOA ie eee eee rere 747-748 
CIRCUIT BREAKERS 
Magnetic Hydraulic 
PALER secercecer: sorcerer a eee eerie! 749 
[ESR |) User eee eee reenter 750 
SQUARE D BY SCHNEIDER 
ELEM teers cee eecce eens 747 
TE CONNECTIVITY........... 750-751 
WEIDMULLER INC............ 751-752 
Thermal 
ERO rere ee 742-743 
SCHNEIDER ELECTRIC........... 745 


SCHURTER....... 522, 742-743, 748 
SQUARE D BY SCHNEIDER 

EWECIIRMG eecccerscrerccnenecse! 746-747 
TE CONNECTIVITY ........... 740-742 


Thermal Magnetic 


EATON ee ene 743-745 
SQUARE D BY SCHNEIDER 
ERE CTC Meee ee 746-748 
WEIDMULLER INC..........e0-+ 749 
CIRCUIT PROTECTION 
DEVICE KITS... 739 


CIRCUIT TRACERSG........... 1408 


CIRCULAR CONNECTORS 


(See Connectors, Circular) 


CLAMP-ON MULTIMETERS 


(See Multimeters, Clamp-On) 


CLAMPS, CABLE 


(See Cable Clamps) 


CLEANERS 
(See Chemicals) 


CLEANING 
CLOTHS .....00.. ee 1309-1310 
COAXIAL ADAPTERS 
(See Adapters, Coaxial) 
COAXIAL CABLE 


(See Cable) 


COAXIAL CABLE 
STRIPPERS 


(See Cable Strippers) 


COAXIAL CONNECTORS 


(See Connectors, Coaxial) 


COAXIAL CONTACTS 


(See Connectors, Contacts) 


COAXIAL TERMINATORS 
(See Terminators, Coaxial) 


COMMUNICATION 
EQUIPMENT 


(See Audio Equipment) 
COMMUNICATIONS 
CONNECTORS 


(See Connectors, Communications) 
COMPONENT ID 
LABELS somone 650 


COMPRESSION TOOLS. ... 430 


COMPUTER PRODUCTS 
Adapters 
(See Adapters) 
BONGHCS 9 es 836-837 


Cable Assemblies 


(See Cable Assemblies) 
Clock Batteries .......... eee 836-837 


Ethernet Switches 


(See Switches) 
[aptapicords =n ne 548 
Monitor Extension Cords.........:--- 548 
NVACULITTig eee errr rceeerecssee ereeeceeets 1331 
CONDUIT... 528-529 
CONDUIT CLAMP6............. 531 
CONDUIT CONNECTORS 
(See Connectors) 
CONNECTOR 
ACCESSORIES 


(See Connectors) 
CONNECTOR KITS/ 
ASSORTMENTS 


(See Connectors) 


CHE - CON 


CONNECTORS 
OSTA eee cese eee 181-182 
2mmiklard Metin. wires 189 


2mm PC Board Mount Sockets.... 140 


Adapters 
(See Adapters) 
AlligatonGliPSc.vcccccsusevressesssvesss 1411 
PMG iiss esis reeeereneeranesresteeseeeseeess 423 
Application TOON Oi .v..s..e.s<<esn-s 462 
Assembly Heads...........:::cceceeee 185 
Audio 
GING Ah sisistssrcsserssseenecone 392 
COOPER INTERCONNECT ..... 392 
DELTRON COMPONENTS ...... 381 
MUIETIGOMP perrcccerecceeeeers 384-386 
INUIT eiscesresrerssezes 381-383, 511 
Product Index... 383-384 
SWIMCHGRA PI rerecceeeere 386-391 
Backplane 
ro) | Perec eneccee ee Roeeerore i arse 130 
TE CONNECTIVITY........... 134-135 
Backshells, D-Sub 
WMI CANINON :xcssrcscsrecessesvsrssosess 262 
TE CONNECTIVITY.......... 246, 259 
[BIe|) BG eereereereen re ree reeeeteecereec cnceoeres 308 
Banana Plugs/Jacks.............0 1412 
MUEELERIELECTRIG:........ 1413 
DUAR es eorerececeeoccerossororocn sears 383 
POMONA cesresessssesenceseese 1413-1415 
Barrier Blocks 
(See Terminal Strips/Blocks) 
Battery Charger Power 
PIUGS/ JACKS crcssesceesserseessce ss 391-392 
Between-Series Adapters 
(See Adapters) 
Binding yRestsrir.ccvssesesnersrs 1410 


BNC 


AMPHENOL ...... 406-410, 417-418 


BELDENI CABLES irsiccssssscssscss-s 430 
BOMAR INTERCONNECT 410-411 
WING Siienesrererreses cenmreceere eran 411 
WMG TEL= Seeereececoperresrops ron dpSos5055550 411 
MUETIGOMRctrenrsssscrsescrsess 393-394 
INES IR sescteeenceeir eee see ceerences 411 
POMONA........... 400-401, 411-414 


BNC (continued) 
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CON - CON 


CONNECTORS (continued) 
TEIGONNEGC TIMMY sass: 404-406, 


489 
TROMPETER ELECTRONICS, 
IN Osrreereererecrerecrereeniyrt 402, 412-413 
BNC Adapters 
(See Adapters) 
BNC Breakouts..........0005 1419-1420 
Board Mount 
(See PC Board) 
Board-to-Board 
TN Grecrererennrrserecrerecee coe 129, 154 
GLOBAL CONNECTOR 
TECHNOLOGY (GC7).... 
THARWINcictcccerseceeccseecesseveesesseses 130 
MILE MAK cersrssssressioscunieres 141 
INI OILEEXToSenoerees crete foes coeecaces 162 
SAMTEC............ 138-139, 176-179 
TE CONNECTIVITY.......... 128-129, 
135-136 


Breakaway Headers 


SM Secsscscssssesssceecececteteserseetessecesr 140 
M@UEX ezrin Cos 172 
MULTICOMP ae NAO 
TE CONNECTIVITY ........... 140-141 
BroadGastear-s kc 410, 430 
BURE SBNCOS cccccartrsenseensessarsccnnsneies 480 
SMI Ree on eee eeeeteees ores 481, 483 


MULTICOMP...... 476-477, 480-481 


seep) DU Il Deencccncereeccerheck creer 494 
TE CONNECTIVITY 
TE CONNECTIVITY / 
AM Ricorerreeeccceeeczsseceececess 487-490 
TE CONNECTIVITY / 
FUAWAG IE Mliaeersceceer eee 471-473 
THOMAS & BETWS vssscccccccccnccexe 496 
Carrere reco oon 428 
Cable 


COOPER INTERCONNECT .... 305, 


392 

HUBBELL WIRING 
DENIC ES eer 529-531 
425 
NEUMRIKGr cscccasccats 381-382, 411 
THOMAS & BETTS..........+. 531-532 
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Product Index 


CONNECTORS (continued) 
Cable (continued) 


TROMPETER ELECTRONICS, 


ING 412 


Cable Assemblies 


(See Cable Assemblies) 


Cable Clamps 
TAMPHEN@ iitrcccrecrsrsrs: 329-331 
IMMRGANNON iericcacecsssssssssrs 356 
SOURIAU errrrerrerecerens 375 
TE CONNECTIVITY 
TE CONNECTIVITY / 
AMP erie: 248-249, 321-323 
TE CONNECTIVITY / 
NACI A ixerceerercererececeerecee 325 
Gable Biligsieecceerece cere errr 377 


Cable Protection 


Gable=to=BOard (rerccccwccocvstecccecnece- 199 


Cable-to-Cable 


FAMPHEN@ Lekiievstsucsssserssrrsse 377 
ICING Hea seers 304-305 
IGONXAL ic iatereevasssssse 366-369 
WMT GANNON ie secccescccesresss 315-316 
recAl) 
Cable-to-Panel 
AMPHEN@ LE iirenutssreeccertreses 377 
CINCH... 304-305 
GONXALE te vssiaeiisesssss 366-369 
WIT! GANNON iiececcececersscsss 315-316 
MEICONNECTINM MN iresrrreresreses 213 
sO go cresnonce re rene ent cements PERPERE 126 
Card Edge 
ON Uorererrereersrsacereererer iceresse 125-127 
AVX . 154 
GING Elie cee errecveererrrev eters 127 
EDAGIING setter cer ene 127 
SAMIMEG forrnrsentrrev rerio croe 127 
MESGCONNECTIMIIN rrrscseceesesee- 137 
VECTOR ELECTRONICS & 
MEGCHNOUOGYAING ee cesses 128 
GAIN (Gab IG. cccscevcereveveeveseeveise 538-539 
CentronicS®-Type............:::eeeee 215 
Te IS epee erences spe epee enc 305 


Chip Carrier Extraction Tools........ 122 


Chip Carrier Sockets .............:0+5 122 


CONNECTORS (continued) 


Circuit Board 


(See PC Board) 


Circular........... 337-340, 345-346, 357 
PAMPRENOL sce ressrsssssrsssscssess 361 
AMPHENOL 
AEROSPACE iiss. 335-336, 
341-343 
AMPHENOL 
INDUSTRIAL................ 327-335, 
361, 377 


AMPHENOL PCD.......... 361-362 
AMPHENOL SINE ........ 358-360 
AMPHENOL TUCHEL ........ 335, 
359-361 

BULGIN COMPONENTS ........ 227, 
230-231, 362-365 


CONAN ees 366-369, 380 
ITT CANNON............ 347, 349-350, 
353-358 
INEWTIRIK corsrsccccerssrorcsescovescesesses 411 
OMRON ELECTRONIC 
COMPONENTG...........005 380-381 
Product Index:iccvc.... 350, 352 
SOURIAU 372-375 
SUNBANK..........0 347, 350-351, 
353-354 
SWINGEG RAEN Gereccceeteeccces 369 


TE CONNECTIVITY.......... 223-224, 
318-323, 365-366, 376-378 


Circular Backshell Extenders 


TE CONNECTIVITY 
TE CONNECTIVITY / 
AN Diener innate concecescrnan 321 
TE CONNECTIVITY / 
FAY CHEM eeeerenerreronrere 324-326 


Circular Cable Boots 


TE CONNECTIVITY 
TE CONNECTIVITY / 
ANA DSsstessccrsnscrsnsctsseseserseteacer 321 
TE CONNECTIVITY / 
RAW C HEME neiesssccssscs 326, 635 


Circular Cable Clamps 
ITU ANION oops er ceseeseceserecrae 356 
SOURIAU 


SUNBAIN Kee ee er erresrsrssc ener 352 


CONNECTORS (continued) 
Circular Cable Clamps (continued) 


TE CONNECTIVITY 
TE CONNECTIVITY / 
JAM? cocoenncmnmenneearers 321-323 
TE CONNECTIVITY / 
RAYCHEM ..........eeee 325-326 
Circular Coupling Rings.............++ 321 
Circular DIN vssecesmmmnncsccse 376-377 


Circular Protective Caps 


AMPHENOI Sener 330, 361 
BULGIN 
GOMPONENTS seeen cess 364-365 
CONXAL Lc caiisserecrrrese 368 
lili GANNON eeeeeeeerceete 358 
SUNBANK..............+. 347, 350-351, 
353-354 
TE CONNECTIVITY.......... S223 
Coaxial 


AMPHENOL .....396, 406-410, 413, 

415-418, 421-424, 426-430 
BELDEN CABLE...e..ssssssssssssee 430 
COOPER INTERCONNECT ..... 305 
ITT CANNON.....seseeeseeseeeee 315-316 
ITT SEALECTRO.......399, 419, 422 


JORINSON itcecrsscers 400, 419, 422, 

425, 427 
KINGS 2 crccensns 411, 415-416, 427 
[NAOTE SS, Csscocgnenensooonace 411, 422, 425 


MULTICOMP....393-394, 416, 423, 
426 

POMONA ......... 400-402, 411-412, 
415, 420, 422-423, 427 


AD |e eee erericeetenrerearerenneenenens 426 
SWIMCHGRART:..<.cccccsecsssancsese 388 
ME:SCONNEGTIMIMN cssccssscccssases 393, 


395-396, 404-406, 414-417, 

420-421, 424, 427-429 
TROMPETER ELECTRONICS, 

ING Seeseeccrnneterserssrsecd 393, 412-414 


Coaxial Adapters 


(See Adapters, Coaxial) 


(COMMMUMCATIONS  ..-c.-ccsccsceeccecrerne 471 
Compression LugS............04. 498-499 
Conduit 


HUBBELL WIRING DEVICES... 530 


MEICONNEGCTIVINN eee 528 
Conduit (continued) 
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CONNECTORS (continued) 
THOMAS & BETTS....528, 531-532 


Contacts 
AMPHENOL 
AMPHENOL 
IAEROSPAGE ccaceeeee 342-344 
AMPHENOEIEGI i ceccc<: 155-156 


AMPHENOL INDUSTRIAL... 303 


AMPHENOL SINE .............. 283, 
358-359 
ANDERSON POWER 
PRODWGItSirccsccmsanmereess 308 
TAN) Serene cereccercecoceccocecteces 154 
BULGIN 
COMPONENTS rcerscccress 364-365 
EDAGHING fivsiasectitesrass 297-298 


ITT CANNON.... 245, 259, 316, 356 


M@UEX enceacc 162, 165, 292-293, 
305-306 
Product Indexez7...-- 245, 336, 


344, 348, 352-353 

SOUWRIAU treet tes 375-376 
TE CONNECTIVITY.......... 144-145, 
243-244, 269-271, 275-277, 
279-282, 323-324, 376 


Cord 
ALPHA WIRE 2 eee oe 527-528 
HUBBELL WIRING 
DEVICES} 509-511, 525 
WALI K oe eeeeeresseerr es 516 
THOMAS & BETTS........-+-+ 531-532 
(Gio) 9} (Cito opeerercerceeeceeececererecece 358-359 
Covers 
FARTING] lee erates 314 
NEWIRIK Ge eee 382 
TE CONNECTIVITY.......... 145, 152 


Crimp Terminals... 


AMPRIENO Pe ascesnaseas 155-156 
UE BSN TAY. Garcreecececerrececcecorceccbicte 122 
MOLEX..... 162, 164-167, 169-171, 


178, 287, 290, 293-295 


MULTICOMP.... 480-481 
SOUR AW carsccansccsnisanesentasestaas 376 
TE CONNECTIVITY.......... 243, 634 


Cylindrical 


(See Circular) 
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CONNECTORS (continued) 
Data 
AMPHENOL 
AMPHENOL INDUSTRIAL... 377 


AMPHENOL PCD......... el -229 
BULGIN COMPONENTS ........ eet, 
230-231 
IN WRK x sseevesecccanccecnecccresecoesss 231 
DIN 
ANIRMENGIE Ss ecrcnes: 127,300 
SOMMIMG RIGA Reliccececseercecerencvrces 386 
MESCONNECMIMMMNzercecccseeeece 376 
DIN 41612 
ANIPRIEN@ lee erccctcccccecadvese 131-132 
EVAN TEAgI INGieeeeeecavecccecreceeraers 132-133 
DIP IBIUG SE eerceccccccccrrcecscessrestr rer: 193 
DIRE SOCKGIS peraercarercaceracnre dd9=120 


Disconnect Splices 


ON er eaeareneeteteeronnncctencesscnevecsctera 483 
FAUST E cocccceccececernencenaagasaaaaae 494 
WAGO CORPORATION ........... 308 
D-Sub 
co] Yl eeprenenpcnosponceeceeteceeecreerce 255, 259 
AMPHENOL 
AMPHENOL COMMERCIAL 
PRODUGHSinsccecces 214-215, 


240, 251, 256-257 
AMPHENOL FCl.......... 240-241, 
245-246, 252, 258 


(CIN Ta ecccocccceheerrepenrenonas 240, 245 
FURR ING esecceserzecaters 240, 257-258 
ITT CANNON.....245, 252-254, 258 


L-COM CONNECTIVITY 


PRODUCTS. 254, 469 


MULTICOMP.....215, 234-235, 241, 
246-247, 255, 266 

SWITGHCRAIRM cscccccnsosere<cs-scs 255 
ME CONNEGTIVIMY :2c:22-. 236-240, 
242-244, 246-250, 256 

D-Sub Application Tools............... 489 


D-Sub Backshells 


ANIBHENO LE en 259-260 

-.. 263-264 

URC OrNINTOIN eereceecrececreeececreci7a) 262 

D-Sub Cable Assemblies....... 210-211 
D-Sub Contacts 

ITT CANNON... eee 245, 259 


CONNECTORS (continued) 
D-Sub Contacts (continued) 


MUIETIG OM Pie aieirireersss 241 
D-Sub Covers 

AMPHEN@ Exerc eens 260 

CINCH bee auiiesesrs 263 

MULTICOMP...... 233-234, 264-266 
D-Sub Crimp Tool Kite cc. 241 


D-Sub Hardware 
MIDI GANIN© Nitec cecveccesceseceeeeces 261 
MULTICOMP 
TE CONNECTIVITY........... 247-250 


D-Sub Hoods 


(AWTS OT Sccecccoccorcccosnerenannenes 260 
GING bel erureecenesnene rencrseareeannnr rte 263 
COOPER INTERCONNECT ..... 266 
[ml ATHLON Le Reerecercecocrecoconsocernenenner 261 
MUIENIC OM etcesrrersrrererars. 264-265 


D-Sub Junction Shells 


ON Se erent 211-212, 259 

(CUM [Glalirerrerercereerererrerececrerece 263 
D-Sub Lock Assemblies 

PAMPHEN vr coererreesreseres 260 

(OU Nia eenaseeererererrcrececreeces 263 

TG GANINON oeveieveveescceceeees 262 

MUIETIGC OM eorerererecers cee. 265 


D-Sub/Coaxial Combination 


AMBIEN © le ercrrerereeeses 257-258 
TELAT Gis omrersrsersisererases 257-258 
IMT GANNON iricctisissrssssssnsensss 258 
INO TRIGOIN | Faxcecrererreresmerernenenres 236 


Dust Caps/Covers 


AMPHEN@ Percterceuceesseseees 330 
BULGIN 
COMPONENTS eecseseee ees 364-365 
IGONKA Be rice ncesmeeeaeine 368 
ITTMGANNON ea oricseressrersrrere esses 358 
MULTICOMP..... 
SOURIAW errrrirccsceeuntee 375 
SUNBANK..........0 347, 350-351, 
353-354 
SWING HIG RAR reer res 391 
TE CONNECTIVITY 2.......0 N52 532i), 
323 
DVI Connector Systems ............... 208 
Electrical 
IML irercreerrrrrrrrrrerrsccress 471, 500 


DVI Connector Systems (continued) 


CON - CON 


CONNECTORS (continued) 


AUPRIAWIRESeenrnmancn 527-528 
COOPER INTERCONNECT ..... 305 
HUBBELL WIRING 
DEVICES ee c.ce-. 509-511, 525-526 
[WKS [Ul = Ce nnrececeececoscuccrcnceecarr carts 509 
NIWETIG © Meee ccseunnsncensncecnmeers 512 
GQ WAIETIEKG rc csneeneneceeessseesases 515-516 
SUPERIOR 
ERECTIRIG secccsccecsssessenes 1409-1410 
TE CONNECTIVITY... merc toll 
THOMAS & BETTS............ 531-532 
EM IMGiMGCOG icaressnsesceeeteetness 256-257 


Environmentally Sealed 


AMPHENO@ Leaman. 335 
BULGIN 

COMPONENTG.......... 230-231, 362 

Eurocard 

LANAI Giscs scesescesescescsccccserecsrsess 132 
PANCON 

CONNECTORS =... 133-134 
ME;CONNEGTIVIMM cccscecesceerses- 131 


Extraction/Insertion Tools 


(See Insertion/Extraction Tools) 


F 
AMPHENOL 
BELDEN CABLE oc ccccccssesscxsccssses 430 
BOMAR INTERCONNECT ....... 428 
MUIETICOMP erreurs 394, 426 
POMONA Reiiriiiiercerer sr 428 
TE: CONNECTIVITY wsssscascss 427-428 
Ferrules 
UTC OP as sass saree recess 505-506 
PAND Wipers ners 503-505 
TE'GONNECTINITY icccccccxscseo0s0 243, 
249-250, 376 
THOMAS S:BEMMS:..0 506 
Fiber-Optic 


(See Fiber Optics, Connectors) 


[Elle pelts Wicensenestaneannantannasssasssee Shs 516 
Flat Cable 
SOM eeaate cere 188-189 
TE'CONNECTINITY 2.0002: 189-192 
Fl@X=tO-BOard.....cccccccccecceccees 180-181 


Fork Tongue Terminals 


CON - CON 


CONNECTORS (continued) 
Fork Tongue Terminals (continued) 


THOMAS & BETTS............ 496-497 
FOUR Wall HOADGIS ..cccccccccscananannne 193 
FPC/FFC 

AMIPHIEN © berrcercesssszccasescccceccees 183 

M@UEX eee diinstisates 181-182 

OMRON ELECTRONIC 

COMPONENT Sx ctsssscsccazacce 181-182 

TE CONNECTIVITY .cscccesss 180-182 
(CEPR EAS PEPATPETET FERC PTCrEEET EERE 427 
GOS WOO eee 376 
Gender Changers ........:::ccsceeee 233 
FADNA leecceecccceatererreneeeeserecsrssearerereee 208 
Headers 


(See Headers) 


Heat-Shrink Terminals .............0 480 
SON cacccae coer crercerceresnacnscesets 481 
MULTICOMP ese. 477, 480-481 


High Power Connectors 


VAN Ved) =N(©) laeerererreeerectereer ney eas 302 
M@ WE Xeeecrcreemterericenss 305-306 
Housings 

AMP RIEN © leeiaereseresereees 155-156 
GUARDING icrerervecereecsszecoseacccceceres 315 
HARWIN e58 
MOLEX..... 164-168, 170, 292-293, 

305-306 
TE CONNEGTINIMY ..-22-020: 143-145, 


153, 269, 274, 279-280, 376 


IC Sockets 
(See Sockets) 
IDC 
Flat Cable 
OM .ssccssccsscssswecsecese 183-188, 212 
AMP IIEN@ IE errcscrosarcsccrscceecs 193 
FARING ieee: 195 
IMULTIC OME er errccsceteencceee 255 


PANCON CONNECTORS.... 196 


TIE, CONNECTIVITY. en. 190 
MIAN OM OO ne eserertererssceccess 147-152 
MTANONSGstesscnctmect eters 150 


Ribbon Cable 


OMieeeerc iinet 184-185, 212 
AMPHENOL.......... 193-194, 214 
TE CONNECTIVITY ..... 189-190, 

Zale 
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CONNECTORS (continued) 
IDC (continued) 


Wire Mount 
OMe ee 184-185, 471 
OMRON ELECTRONIC 
COMPONENTS 222. 298 
TESCONNECTIVIMY eee 472 


IDC Headers 
(See Headers, IDC) 


IDC Sockets 
(See Sockets, IDC) 


IDC Strain Relief Covers 


Industrial Control 


AMPHEN@ Eainiitaacisereserasss 310 
TIARIIN Gis esssrssrsnnerisaees 313-315 
WEIDMULLER INC............ 316-317 


Insertion Tools 


(See Tools, Insertion/Extraction) 


Insulation Displacement 


(See IDC) 
Interface MOdUuIeS.........cceees 469 
IntraCOnneCtors..........eeeees 187, 199 
IMSS WHMCS... ccsennennennnscceccercees 187 
VO 

AMPHENG Lees 198, 208-209 

GONXAW vee erncstinerstiersrssesrase 224 

MOUEXeirercrccesstrrcsce? 199-200, 215 

MIUBISIIG ON PRaeeeeterrrreeeereses 209 

TE: CONNECTIVITY io ssrasss 198-200, 

209, 221, 237-240 

IP GiGi ea ierttnceraceeerrnces 391 
Jacks 


(See Plugs/Jacks) 


Jumpers 
CINGH assent 433 
MOIEX See eee 437 
MULTICOMP. PG) 


GM eee sents ceeeeicasesease 211-212 

IME GANNON vrveercrcesyseseetevieies 316 
Keying Plugs and Pins..............2.++ 145 
Kits/Assortments 

0.100" KK 171, 474 


Backshells, D-Sub ....244-245, 248 
Kits/Assortments (continued) 


CONNECTORS (continued) 


BNC Connectors.........ccceeeee 401 
Circular Cable/Wire Seals ........ 321 
Coaxial Connectors ......... 394, 402 
D-Sub Connectors........... 254, 266 
EOC 179-180 


IDC Connector Fastening 


HAN WANG seccescisesteereeereserreeennes 213 
IDG Connectors ii wceceseeeeees 213 
IDC Strain Relief Covers .......... 214 


Pin and Socket Connectors 


PIIPHENOL secsccassancanssssssses 283 
TE CONNECTIVITY ......268-269 
RF Adapters 


BOMAR INTERCONNECT... 399 


JORIS ON secccccsccsccacxassonsesees 400 
POMONA rrrscccserccererssrenrs 402 
Terminals cisszscaasesrvssss.ncee 472, 474 
Tools 
GREENLEE 
COMMUNICATIONS ......... 1230 
IT (GAININOIN 2. eceeces: 353, 357 
Lighting 
BMP TEINO Ee ueuereereece 361-362 
GLOBAL CONNECTOR 
TECHNOLOGY (GCT) ....50.50.50. 180 
WAGO CORPORATION .......... 308 
Liquidtight 
BULGIN COMPONENTS ......... 362 


HUBBELL WIRING DEVICES... 530 
SWITCH CRABS trcrssvccesssssssss 391 
THOMAS & BETTS....528, 531-532 


LOW-PIOTC ...cccccscccrrrrcressssss 129-130 
Male-to-Male Cable 
/ASSEMIDIIGS.. sccsesesssvexsvsesseses 1420-1421 
IAG aera re ee eee 424 
I s(eve) ate [alters UIA: [= Sele eee anne 498 
Memory Cards 
SM issvstssessssvssesesrerserscesreheersteet 125 
TAMIPHHEN@ [epee e renee cererereres 122 
GLOBAL CONNECTOR 
TECHNOLOGYA(GCiI) ieee 126 
(la gtccrocceneeerececreecernrrrnces aaererenrers 416 
Microminiature ........cccccees 253-254 
NIChOMOD OF sacs ccs 214-215 
MILE C14 SSO eersesevecesterers season 245 


CONNECTORS (continued) 


MIL-C-26482 
ANIPIIENO Er errcccscstscescesess 333-335 
NIRS AININON Siete crcccccceerserereers 353 
MIE CAS SON 2ireerecsscereeenresscess 419, 422 
MIL-C-5015 
PAWIRIIENO ERS cssccscsesscsenss 327-333 
fal CANNON i eeescscsscscesssai 347, 357 
ME CONNECTIVITY ceesssssscsss 322 
IMME C “63503 merccssccscsrcecsccscerteress 193 
MIL-G-45204 


IM UTESIWIS Ib sedeascnscncssancnncecuacseuasodoce 245 


Modular Jacks 
(See Modular Jacks) 

Modular Plug/Jack Termination Tools 
(See Tools) 

Modular Plugs 
(See Modular Plugs) 


MTE AMPMODU® Header 
ASSOMDIICS.........0ccc eee 145-146 
MGMIPOI6 a xrsaccncencenvcccctectecrenrn 359-360 
N 
AMPHENOL............. 396, 407-408, 
426-427 
VIOHINSONE ersrcssccscersreets 427 
KING Si rerereee sentences 400 
MULETIGONMIP oreescrcsnares 394, 426 
OSMP oes io wecssprretunmerucariecs 393 
Panel Mount 
ANPEENO Eee 377, 409 
BEOCKMASTIERG scenes 432 
COOPER INTERCONNECT ..... 392 
DELTRON COMPONENTS ...... 381 
FIA TING vsvessxsccnssssssassnssncc 313-315 
liu dlh PrePeeP eee EE SSSSSe TST SSS ee 159 
POMONA eeeeererssceers 413-414 
TE CONNECTIVITY 5.5. 273-274, 


280-282, 404-405 


WEIDMULLER INC............ 316-317 
Panel-to-Panel 

WT CORININOIN Feces career 315-316 

MOUEX Gee asker es 290 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 
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CONNECTORS (continued) CONNECTORS (continued) CONNECTORS (continued) CONNECTORS (continued) 
: Power (continued) 
PERCH CONES ccccsc ccc ccccceccctecetcatees 1417 | PC Board Receptacles CAPS ..ecsescsessesseeseseeseesnees 260, 305 
QUALTEK 2.0... 513, 515-516, 547 
BULGIN HABWIN cesses 159-160 Category 5.0.1... 221-222 
. , a SOURIS 0 eee aeaeee 299 
COMPONENTS.........:e000-+ 230-231 MOLEX eerie Pils ALEQOLY 6... sess eeseeeeeceeceeceeees 
: a oe TE CONNECTIVITY un eessseeesseeee 301 
SAMIECs eee es dan HCUIAM ..essssseseessseecessssecees : 
ICINRGH ESOS er ane Hae aa TE CONNECTIVITY / 
SOURIAU Seeman, 299 | LAN vrreeseseettsteeerettetteteentees , 
STEIN IaAcseeet ree seeseeseenc HHT tls as TAN Beare eeectertnae 279-280, 300 
PC Board TE CONNECTIVITY........... 135-136 Modular 
ay (See Modular Jacks and TE CONNECTIVITY / 
SM es 186,210 | Phone Plug Cable Modular Plugs) CORCOM eee 512. 516 
AMPHENOL ASSEMDICS......ccccccccccccceeeeeeeee 538-539 MUItIPOFE...ssseseeeeteeettetttesssssssee 217 TE CONNECTIVITY / 
AMPHENOL Phone Plugs/Jacks Re Bed ELCON arent 310 
HVE WMIIN E eapaauetsl 161-162 
AEROSPACE ....---.-sseeeeseeeees 341 (See Plugs/Jacks) Power Headers 
MOE X ae eure 219-220 
piles SEO SOME T Phono Plugs/Jacks (See Headers) 
SWITCHCRAFT........... 388, 391 
PRODUCTS. ee 193 , 
(See Plugs/Jacks) Power Inlet Modules 
AMPHENOL FCl.........- 129-130, | _ Phone 
Pin and Socket BER SCHURTER....... 511-515, 517-519, 
138, 154, 156-157, 194-195, eee ees coo a 
209-210, 240-241 INTERCONNECT...0...--ssss00e: 392 
EDAGING eos 297-298 UE ORD BpiLage NO LEXAING Gaerne 512-513 
AMPHENOINR Re: d09"4124 105) IN Misr ealunenite FcOR Semel Meirson rceetb crs citi: az 
M@ Ieee 285-287, 291-296 Sie 380-383 | Power Plugs/Jacks 
rl ee eee cit @ AEWIR i meee 
PATI C ONT eccecsenescecccon: 299-300 Producrinden 383 MULTICOMP......scssseessssesserseeee 385 
BeMen SOURIAU 299 - 
soeeeesneeeeensieeeeenseesenes : NEWMRIR ce saan uue aD: 
NERC eC ee aes SWITCHCRAFT ...w. 387-391 
Phong SWITCHCRAFT......seeeee--- 391-392 
DELTRON COMPONENTS ...... 381 
BRECON tccccccccossawonceece Sea MULTICOMP ................ 384-385 TE CONNECTIVITY............ 134-135 
HARWIN ......-..e- 124, 130, 159-161 
ne a ITE CON NEC TU ee Sectt 2s; Product INdeX ...essssscesesssseeee: SBA) | NIA se monnernnninnnecermatetnet 420-421 
266-278, 280-282, 322-323 SUReEEREEE 
MOLEX..... 162-163, 165-167, 169, WAGO CORPORATION .......... ane ts 
174-174, 215,282,425 | na “ 
In Heagers Power 
MULTICONI a ene ee ee ee MULTICOMP) eee 477 
MUNETIGO NP eee 385 
SAMTEG.......00-: 130-131, 138-139, ee ec Ree cas 
Pirilerrmiiial Sccccececcceroccecsceerececeescer 494 SWiCHCRA RI 391-392 
176-179 Rack and Panel 
PLCC Insertion/Extraction RE Sisecssacrueeteeeeeeeaners 417-418 
SOURIAD = ane 299 a ee Pe PRMPGIEN GI sass BERETS, 201 
OIGEN TEFMIMAl ......5....00..5 5 
SUPERIOR ELECTRIC..1409-1410 | TOO!Ss::sssssssssssseeeeeeessttetteens 122, 1252 i" | ae fe IN ot: eee aucun une 311 
lermocouple............+ = 
SWITCHCRAPT.....00cccc000e 388, 391 PGC SOGKSIS i ercccccooccosveressccecseses 121 - ane COOPER INTERCONNECT ..... 311 
[Paeeecentesestzscsecrcesrssesenre eee 
TE CONNECTIVITY.......... 128, 130, | Plug & Socket EDAC ING. -..sssssseseeseseeeeeeeeessnens 312 
Vicleciea na eusrnnenrnnn erat? 393 akan ate 
136-137, 143, 152, 198-199, 202, AMPHENOL we ee ee 
iring 
209, 217, 237-240, 273-275, 277, AMPHENOL ee JI CANIN GI oeesecorsscscne SHS SUG 
TE CONNECTIVITY........... 309-310 
279-280, 376, 404-405 AEROSPACE ....csssssecsssseeseoes 282 
eae INTERCONNECT ...0....---ss00e: 305 
WAGO CORPORATION ....464-466 AMPHENOL Weer aes ROA. secseseeeeceseesecnseeesnneeestees 385, 430 
_ INDUSTRIAD ee 301, 303 
EO EEE RNG i ier ees DEVICE Cmte oh Gea oe es 
: AMPHENOL SINE ....... 283, 285 beoeelee 
466-467 SUPERIOR Board-to-Board 
EDA ING = eee 297-298 
PGiBoard DINE eee 12% ELECTRICH tte 41409-1410 BM wssseesseeeseeesseesseesteeesensseess 185 
IGE Kreeees omen erent 292 9. 
PC Board Pins/Plugs Post SHUNTS ceccccccccccecececececeececececeee 153 ENO ee 
SOURINU eee ere 299 
ESRWIN ete es ereremeens 161-162 panes BECBAL CONNEE TOR 
ae TE CONNECTIVITY... ++ 281 TECHNOLOGY (GC1).......... 157 
= 295 anaes AMPHENOL ...........-..00+--+- 302, 333 re aoe 
SANTEC: ceil a! iaovist, ize | * Noeaeks Fa ERaGE tS | mar | cee j 
Bananassess ee 1412 MOLEX etre mennnenias 168 
TE CONNECTIVITY.......... 129, 135, pies PRODUCTS =e 306-308 
MUELLER ELECTRIC........ 1413 SAMIEG 2 130-131, 139, 
273 MOLEX..... 293, 295-296, 301-302, 
POMONA 176-179 
PC Board Plugs/Jacks 305-306 
Cable Termination ...............+++ 412 GriMPstO=WiIN@ |... cceccccccecessecesers 491 
(See Plugs/Jacks) Plugs/Jacks (continued) MULTIGOMP ....sessseseessssseteeteons 512 | Receptacles (continued) 
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CON - CON 


CONNECTORS (continued) 


RF 


Medical-Grade .............05 Bilin 525) 
PC Board 

mne2e 

p11 a |) cas a eererrerrerre es 511-515, 

518-519 

(iE CONNECTIVIIN Ge reees: 141 

Power 
UAIETIE Koeeeecceessevsreccecesereess 513 
SCHURTER vsccssssessesssnes 511-515, 


518-519, 521 
SWIMCH GRAN. cccccccsceces-s0 387 


Serial Bus 


ANPEENOE eres 209-210 
MILL-MAX 20 
MOLEX caer snecneeteeeeeseees 202 
TE CONNECTIVITY ...... 202-204 
SUMACE MOUNT cescscssessacncscsnnnere 179 
Surge Suppression.........:..006 526 
Wire-to-Board 
(OLN neerprereetreceeeermceerme rarer. 185 
IAIN eesesreanteaciunes 159-160 
IMOUEX oriirccareccrreccrerstsaest ears 168 
MULETICOMP eee. 174-175 
OMRON ELECTRONIC. 
COMPONENTS 2ec:-.--:: 197-198 


TE CONNECTIVITY .... 212, 269, 


279-280 
Wiring 
HUBBELL WIRING 
DEVICES....... 510-511, 524-527 
ITN WA a ess sae acenccaccanerees 512 
QUALI Kiseesssrresrencsnesnne 515-516 
TE CONNEC TINITIY vscccccases. $12 
AMPHENOL .....393, 396, 406-410, 


413, 415-416, 418, 420-424, 


426-430 
BOMAR 
INTERCONNECT....... 410-411, 428 
ITT SEALECTRO....... 399, 419, 422 
JONSON Secs 400, 419, 422, 

425, 427 
KINGS........ 400, 411, 415-416, 427 
MOQUEXGraiiiaiiaiins 411, 422, 425 


MULTICOMP.....393-394, 416, 423, 
426 
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CONNECTORS (continued) 
RF (continued) 


POMONA ......... 400-401, 411-412, 
415, 420, 422-423, 427 


FRADI ALE i scoscrsestisesereessnsesrrass 426 
ROM TIRG aC] FY lererecrerereececccesrerr 388 
TIESCONNEC TIMING taitssscastrrsss 393, 


395-396, 404-406, 414-417, 
420-421, 424, 427-429 
TROMPETER ELECTRONICS, 
NIN Ga Seerrere ree 393, 412-414 
RF Adapters 
(See Adapters) 


Ribbon Cable 


Cable-to-Board 
SOM iicistersssesseasssssseesee 183-184 
TE;GCONNEGTIMIMY 2e--e- 189 
Cable-to-Cable ...........0 214-215 


D-Subminiature 


ANMPHENO rere cesects 214-215 
MUP OM Pixerresccrseccrerrers 255 
Headers 
(See Headers) 
IDC 
0 Nilleeeeprrerereerorerrercre 183-184, 212 
AMPHEN@ Errno 193 
TE CONNECTIVITY ..... 189-190, 
212 
Ose saerarecestaneseaserenesees 211 


PC Board Mount 


Wire Mount........ 

Wire-to-Board 
OM iieessscethacesenseneaseneeses 183-184 
TE CONNECTIVITY ..........045 193 


Ring Tongue Terminals 


(See Ring Tongue Terminals) 


RJ Field 
AMPHENOL 
BULGIN 
COMPONENTG.........:00+ 230-231 
SAMMECGS 2 see ess 232 
SATA fiioecrtieeeisse eee 199, 210 
Sealed 
(ANIPEIEN© eee eeecrerce 283 
BULGIN 
COMPONENTG........:00+ 230-231 


SWITCHCRAPFT..........0:065 220, 391 
Sealed (continued) 


CONNECTORS (continued) 
TE CONNECTIVITY ........ 0c 224, 
266-267, 318 
Shrouded Headers 
(See Headers) 


Shunts 
AMPHEN@ Lee ee 156 
WILE coos eases 167-168 


SIMPSON ELECTRIC 


SOME AN Nieerenceseressesanee) 1140 


BILP SIGHS rocromsrmoesoesosocsosucoiocce 120 
SMA 
AMPHENOL 
AMPHENOL 
FIBER-OPIICSine ne naunan 431 


AMPHENOL PF ...407-408, 418, 


539-540 
lilt, SEAREGI RO ee es 419 
SORINSO NE econ sors eeerre 419 
OLE Mester eecenereten erence rn 419 
MUOIEMIGOM Pe scerses: seers 416 
ROMO@NAR ss. sereneeee ere 420 
TE CONNECTIVITY.......... 395, 417 
SMB 
ANMPBHENOLS se cesere 421-422 
POMONA ee tessa: 422-423 
TE CONNECTIVITY cs 421 
£1 Mil G terercecreencosmoerosssssaro cess 423 
SMP ivscsssesvssetessesvavesssssiessssessasestacess 393 
SOCKEE SWIG iacccceccecossssscssseses 178-179 
Sockets 


DIP 
MILL-MAX ....... ee eeeeeeeee 120-121 
MUILETIGOMPoxoeecccsccesrees 118 
TE CONNECTINIIY <.:..5 119-120 
Dual-Row 


SYAI MAINTE Corsa ssassossssosocooiocaa en 139 
IDC 
ON eee cesresesresscrossrvensescaen 184-185 


OMRON ELECTRONIC. 


COMPONENT Sisecrceccsres= 298 
PANCON 
CONNECTORSG..........0++ 195-196 
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CONNECTORS (continued) 
Sockets (continued) 


Low-Profile 

BULGIN COMPONENTS..... 362 

TE CONNECTIVITY ee 119, 

122-123 

Modular JaCk<.......asmsmms 220 
Multiple Density 

ICING Hives crsrcrerreesraees 304-305 

TE: CONNECTIVIMY cee 244 
PC Board 

SN eee 187 


Relay 
(See Relays, Sockets) 
SIM Mirecsseseetescarversrasestacesrascnerss 126 
co] PAE eee ETE oe: 120 
ICU OG Sie ee terereeaeanas 123 
Soldersiaillc.. cs aero ors 120 
Spring-Loaded 
MMILL-MAX i ccerccersseasaseen 124-125 
TE CONNEGTINIMY c.-2-.-2--- 123 
SSURACS MOLI ds csttssssasssreanusnes 139 
UEC TS 9 ees Se 122-123 
LTO PIONS crrctccceccrervieverenvarneens 123 
Olan POW Chisccctsrrr tries 301-302 
SOMES SPUCSS -.ccxccccescescasecnees 473-474 


Solderless Terminals 


(See Terminals, Solderless) 


Spade Tongue Terminals 


(See Terminals, Spade Tongue) 


SDICS KIS i ccseecrcccossesserereceeeren 472 
Splices 
SM ceeneneenaratoelsrraassaasenoin pesceneecs 481 
MUOITIG OM Pe crseecornecnrrenrs 471 
TE: CONNECTIVITY es:<scsccscccccese 472 
TE CONNECTIVITY / 
IAM Peesereseececesteeeee 487-490 
TE CONNECTIVITY / ENERGY 
DIVISION Eee eens 472 
TE CONNECTIVITY / 
BAY.G HEN Pen ercces 471-473, 634 
THOMAS ScBEMSiees 496 


Splices (continued) 


CONNECTORS (continued) 


WAGO CORPORATION ........... 501 
Spring-Loaded Contacts........ 124-125 
RSLS) errs eeeserrererrerr cr ceeeecere eer ececr aceon 416 
ST®-Compatible... 

Straight Blade........ 510, 524-525, 527 
Strain Relief Covers ......cccssee 152 


Strain Reliefs 


AMPHENOL 
AMPHENOE PCD icc... 343, 
348-349, 351-352 
AMPHENOL SINE ........ 358-359 
MOLEX Soreeiniescecesuecstsusestseeuacs 286 
SUNBANK fears 350-352 
TE CONNECTIVITY 
TE CONNECTIVITY / 
IMP sessccscens asceerenyeeasecess 271-272 
TE CONNECTIVITY / 
RAYCHEM............. 324-326, 635 
THOMAS & BETTS............ 531-532 
Subminiature.......... 417-418, 421-423 


Surface Mount 


TE CONNECTIVITY ... 198-199, 209 
MEICONINE CIM IM eeeseecctres 417 


Terminal Blocks 


(See Terminal Strips/Blocks) 


Terminal Crimp Tools 


[I AU [5 FeSO | erececcececceccececcececnere 474 
PAN Wi iicecceeteeceseczsseszssesserees 495 
TECONNECTIVITY «...0..<.. 489, 507 
THOMAS & BETTG...........200005 506 
NGRUMIAIIRRG cere ectecceeeees stata eateceee 474 


Terminal Strips/Blocks 

(See Terminal Strips/Blocks) 
Terminals 

(See Terminals) 
Termination Kits 

(See Termination Kits/Assortments) 
Termination Tools 

(See Termination Tools) 
Terminators 

(See Terminators) 
Test Adapters 

(See Adapters) 
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CONNECTORS (continued) 


MOS Cl OS ee 4ecccceccccececeseceaeeecceecses 1417 
MUELLER ELECTRIC ...1410-1411 


POMONA cccceseccesrseresse 1411-1412 

TIEN A eee 2e ieee ccccceccseecesccceseens 1416 
WeStibeadse ee tireresceseseees 1416, 1418 
MWhernmocouple:..c...cc<ccccess. 1126-1127 
TNC 

AMPHENOL .............+ 407-408, 415 

KUN GS eereeresee secrete rrr: 415 

IRAWIETIG ON Rx ererceceececreecsttcereece 394 

[ON IOI N Neerrrecccneccrececeecece 412, 415 

ME CONNECTIVITY «cece. 414-415 
Tongue Terminals 

BM iziecateccstsacus ses avaoenveonecerrerercery 481 

THOMAS & BETTS............ 496-497 
Tools 

(See Tools) 
Uransition eerste cecee 469-470 
Triaxial 

FANIPRIEN@ Ee ccceercecerceeney 396, 413 


TROMPETER ELECTRONICS, 


WING sevnccecercececeussesnssessasessusesesses 414 
EUE|9 leepeeerperonrernrens Pere rneraraaayt 471 
Twinaxial 

AMEE NO es 396, 413 


TROMPETER ELECTRONICS, 


ING eee eee 414 
UHF 
AMPHENOL ......396, 413, 429-430 
MULTICOMP 304, 426 


TE CONNECTIVITY ........... 428-429 


Unshrouded Headers 


(See Headers) 


USB 
AMPHENOL 
AMPHENOL COMMERCIAL 
PRODUCHS oi encen cect 226 
AMPHENOL FCl......... 201, 203, 
207, 209-210 
AMPHENOL PCD.......... 224-225 
BULGIN COMPONENTS ......... 227 
EDACIING gerccececeecereceerecserecetvass 202 
GLOBAL CONNECTOR 
TECHNOLOGY (GC7)...... 201, 207 


HUBBELL WIRING DEVICES... 526 
USB (continued) 


CONNECTORS (continued) 


MEE MAK ites 201, 207, 209 
WiKO TH SG rorenrerecccsencecoeessocosd 200, 206 
MULETIGOM Pare seasarissss 200, 536 
INEUMRIK ciisieisrsesecesticestuceetsess 203 
E;GONNEGTIMIMN wrrsescsss100.: 200, 


USB Field 
ANIBHENO ie cttentaces 224-225 
(CLO [NaN eerereneccninrcresmeseerrrern 224 
DAMMEG cares ttsnstmactnacrrase 226 


USB Field/Firewire Field 


MIGSOIACKG oesscccccesrraereereeecassasss 393 
Weathertight 
AMPHENOL 
AMPHENOL 
INDUSITIRIA Dees 332-333 


AMPHENOL PF ....396, 426-427 
ICONXA LE eirccsesccacereses 366-369, 380 
EDAGIING Sa iiicracentass 297-298 
HUBBELL WIRING DEVICES... 510 


IMR GANNON Sere cercececers cee 353, 357 
MOE Er teens 292 
MUINIG OMB Retec-ceesectevere=s 231-232 
SWITCHCRAFT......... 369-371, 391 
Wire 
SIM bewesonrenieernrrerecicrrrer seers 500 
DEA eee eis csoeeeeeeees 500 
NAUTE TOO WP ecrecrrececceccerrvececeece 471 
PANDUMMS iiiiirsrersnse ess 501 
Wire! MOUNt eccccccsccssseeessseeeees 185, 187 
Wire-Applied Housings...............-. 280 
Wire-to-Board 
IVS ei ern rare aera 184-185 
AMPHENQ Lg rcevvvveccceccres 164 
EDAGIING Fe iesrscsscrsseereeers 298 
[US eee 162-167, 288, 292, 
305-306 
SOUWRIAU Ge esvereestcestasesretescare 299 
MEO NCNM prcecceececeerecer 150 
TE CONNECTIVITY / 
TEN | RPE ERE PEER ESSE SCSCEPPEP PEPER 149 
TE CONNECTIVITY / 
NANONIGS) eiivcccmsssssssess 213 
WAGO CORPORATION ........... 464 
Wire-to-Wire 
PUMP a eNO eseerrerererrereceece: 283, 285 


CON - CON 


CONNECTORS (continued) 
Wire-to-Wire (continued) 


EDAGING = seeeeenss 297-298 
MOUEX 163-164, 170-171, 
288-289 
TE CONNECTIVITY .........+. 281-282 
WAGO CORPORATION .........-+ 501 
Wiring 
SI eee eererenc ra 471, 500 
HUBBELL WIRING 
DEVICES jee ccsae 525-526 
THOMAS & BETTS.......00005 531-532 
WAGO CORPORATION .........-- 501 
LS tot reer eee 381, 386 
ZIF 315-316 
CONTACTORG................. 958-960 
EATON Wieeveceee eee 955-956 
SCHNEIDER ELECTRIC......... 956-958 


SQUARE D BY SCHNEIDER 


ELECTRIC Ae ees 958-959 
STRUTHERS-DUNN........cesees00 959 
TE CONNECTIVITY... 959-960 

CONTACTS 


(See Connectors, Contacts) 
CONTINUITY 
TESTERS .... 1394-1395, 1397-1399 


CONTROL RELAYS 


(See Relays, Control) 


CONTROLLERS 
AG) Gurrentinw.ccecsscseseeees. 1143, 1145 
PCCOSSONOS sisnssarsersersecscssrrsxssreays 1162 
DIQttal sete sceecereseesceeeeeneaers 1259 
GRAYHILL INC... 1162 
NEWPORT serssccssscsvsrssrscsesersss= 1143 
SIMPSON ELECTRIC 
IGOMPANY ae rercccrrssrcreerereeesoss 1145 
WONG OMOM senscncsccsecscccscccccccccccsss 1158 
|EPIRO|N prerrererecectccececcrsere 1156-1157 
GRAYHILL INC... 1162 


OMRON INDUSTRIAL 


FUTON ATION ose 1158 
ORTO 22 eet arent 1158, 1163 
MiGroproceSsOfiniiiiiin.rssren 1145 
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Product Index 


CORDS (continued) 


Power Supply 
Cooling Fan 551, 1558 
Hospital-Grade............... 547-548 
International .............. 548, 550-551 
MUIMIP OR os eereecceereneeeeeereeeees ee 551 


North American 


COLEMAN CABLE, INC......551 
SWITCHCRAFT a0) 
VOLEX ING cccccsccscrsenees 547-550 
TWRIOPNONG esicsscscerescesseevereseeeseresees 551 
CORDSETS 
AMPHENOL............ 227-229, 537, 544 
BRAD ies servvevscccucevroees 378-380 
COUNTERS 
INCCOSSONIOS « ereeresitttseviccseses 907, 1357 
Digital 
GROWZE Ti eee 1130 
[SIRI berrreecererrecer 1130, 1134-1135 
OMRON INDUSTRIAL 
AUTOMATION. ........eeseeeee 1131 
RED LION 
CONTROLS... 1131-1132, 1144 
REDINGTON COUNTERS...... 1132 


VEEDER-ROOT/DYNAPAR..... 1133 


Electric Impulse .............00 1132-1133 
Electromechanical ............. 1132-1133 
FROQUGN GY cei caceresceneeeereee 1357 
KEYSIGHT 
TECHNOLOGIES so ..scctscsccscccs 1357 
RED LION 
GONTROLS weerreseresees 1131-1132 
TE KIR@ NIXGeseescssesssercrerssrsrste 1357 
Hourmeters 
(GROWZE NM erecvieserisiersrerstes: 1130 
EATON icrvcscssssssss 1130, 1134-1135 
ION EN WE eee eeeeeecereceereceees 1135 
REDINGTON COUNTERS...... 1138 
SIMPSON ELECTRIC. 
(GOMPANN eatersceteseeseee 1138-1139 


VEEDER-ROOT/DYNAPAR..... 1139 


COVERS 


ITT CANNON 


COUNTERS (continued) 
Multifunction (continued) 


RED LION 
CONTROLG......... 1131-1132, 1144 
Ratemeters 

[=F =) RO]N eappeapoperaarnnayisscesssees 1131 
NEW @ Ripe 1142-1143 
OMRON INDUSTRIAL 
AWMOMATION( ecscssccssevessccsss 1131 
RED LION 

CONTROLG......... 1131-1132, 1144 


VEEDER-ROOT/DYNAPAR.... 1139 


REDINGTON COUNTERS .......... 1132 
TaChometerS ........cccecseeseeeeeeeeeeee 1139 


Totalizing 


CROUZET 


OMRON INDUSTRIAL 


AUTOMATION Saas e 1131 
RED LION CONTROLS......... 1131, 

1144 
REDINGTON COUNTERS...... 1132 


VEEDER-ROOT/DYNAPAR.... 1139 


Winhivesns alles scenes ce ccaseners erecta 1357 


COUPLERS... 219 


CRIMP DIES 


(See Tools, Crimp Dies) 


CRIMP TOOL KITS 
DURATOOL oe eee 241 
GREENLEE 


COMMUNICATIONG...........0:00 1230 


CRIMP TOOLS 


(See Tools, Crimp) 


CRYSTALS. 111 
CURRENT 
INDICATORS........0..0..0.0.0... 1143 


CONTROLLERS (continued) CONVERTERS (continued) 
DC-to-DC (continued) 
Nilo) (cl Reeeerrereereererere ere ile wale! 
SOPA/HEVIED WIV iccenteresers: 776 
EATON eiccccceeeces Geccccscccecsacseeess ue 
TDK-LAMBDA AMERICAS, 
SCHNEIDER; ELECTRIC... ailizgs) 
UN (Gaeercerrerera see 759-761, 780 
INetiiGircerccerceeeveccumeremterecsseerseamecre™ 1158 TEXAS INSTRUMENTS.....762-763 
PID eepeer ee eee ae 1167 TRACOPOWER......... 774-776, 783 
PIG ER Aeeiice isceasseersess 1159-1160 WAGO CORPORATION .........-- 788 
Distributed 1/O.............. 1159-1160 XPIPOWER crn 765, 768-769 
ADVANTECH ............ 1159-11161 IMO PRECISION CONTROLS. .... 1176 
OPRMO%22 i 1159-1160, 1163 USB 38 
SCHNEIDER ELECTRIC......... 1160 
CORD CONNECTORS 
Process 
NEVE: |e Tosa, |e Come) 
1142-1144, 1166-1167, 1176 | CORD GRIPS 
SIMPSON ELECTRIC AMPHENOL 530 
GOMPANY: siseerzsesazerceccrcscners 1145 
MHOMAS SsBEMMGtesseececess: 531-532 
pe CORDLESS DRILL 
GCROUZEN ovccccccccsscecesexesccexsseesvs 927 
TS ee aeanncnrninn: 1265 
EATIONE ss tcssscese 1156 
CORDLESS DRIVER/DRILL 
GRAVEIIMMBING sere 1162 
: RONG KilS se ee ee 1265 
AUTOMATION 
OPM 22 wrrcecscsrerssevevseceeesone ss 
RESIStAMCG eezeereccecsetesecssssteseststeres 1145 | CORDS 
Safety... 1165-1166, 1186-1187 | Computer... 534, 551 
Temperature Extension 
INWITONIGS waeteersceascceneeserccee: 1165 COLEMAN CABLE, INC........... 551 
NEWPORT] 1109-1111, GC ELEGIRONIGS =... 551 
1142-1143, 1166-1167, 1176 MULTIGOMP uence 534 
OMRON INDUSTRIAL QUINT Ke raeoncernne tee 1558 
AUTOMATION tc 1167 VOLEX ING. ccccescccccoreececeeee 548, 550 
Voltage Heater er iain us 557 
CROUZEN nee 927 LAI cesccsssecssessrsesesssesneecsnseseee 557 
NEW PLO) 8 i leeececereeeceepeeeeree 1143 
[lig = eepererperrreererresreeeri sree ser errr 550 
SIMPSON ELECTRIC 
COMPANY voecccicccccsciccsecsccsseess 1145 
WINRCIOSS (ei cccscsaccssuesauee vorevesevesiasses 982 
CONVERTERS 
AG-to-DC 
TDK-LAMBDA AMERICAS, 
WINGS cecexcssecesssecsaneeee ss 811, 813-814 TENMA Gees 1416 
XP POWER. .cccsscessssccusssseeernse Cel || faseenns 
DC-to-DC BELDEN CABLE.............. 556-557 
MURATA POWER CAROL CABLE/GENERAL 
SCHUMONS eee 756-759 CAB [ce aren ener teaiee tne 557 
REGCOMIPOWER tzscccssescces 763-765 NAO] GING peaasessaseeeeerreeeerecerces 548 
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large Displayien...--.ce es 1131-1132 
Multifunction 
AUTONICS..... 
OMRON INDUSTRIAL 
AWMONIATION ceeccetcsesnseees. 1131 


CURRENT METERS 


(See Meters, Current) 


CURRENT REGULATORS 


(See , Semiconductors) 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


CURRENT SENSORS 
(See Sensors, Current) 


CURRENT TESTERS ........ 1397 


NEG G ER rennin ceenceeressinsts 1399 
CURRENT 
TRANSFORMERS 


(See Transformers, Current) 


CURRENT TRANSMITTERS 


(See , Semiconductors) 


CUTIERS...... es 1243 
EREM rss ee 1246-1247 
GREENLEE 
COMMUNICATIONG........ 1230, 1238, 


1240-1241, 1243, 1248 
[TE oer peenceponecponertrereccereece’ 1237, 1248 
JONARD INDUSTRIES .............+ 1226, 


1237-1238, 1249 


KEEINTIOOES wise 1239, 1241, 1244, 
1247-1248 
INU G1 rensenecccnosecetceccecereece 1227, 1247 


OK INDUSTRIES DIVISION OF 


JONARD INDUSTRIES CORP..... 1238 


PIANO Pies seessresrerrirteereere etree 1249 
MEICONNEG IVI gerecceereereeceees 507 
TKO IMSS Cul STSUM RS eecceccecceceegecececca 497 
AWE Abeer 1226-1227, 1233-1234, 
1247-1248 
ACELIME ot cescrsecesnsceeouucrsreccerece 1245 
MCM PRODUCTS ............ 1578-1726 
D 
DATA CONNECTORS 
(See Connectors, Data) 
DATA LOGGERS 
ACCOSSONES .eicesccircninnce 1358-1359 


Temperature... 1358-1359, 1427-1428 


Temperature/RH...........:0+ 1427-1428 
Voltage 
FIGs seesrsseseetrsreerstueeercerreees 1402 
KEYSIGHT 
TECHNOLOGIES .......... 1358-1359 
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DATA SWITCHES .......1358-1359 


DC LOADG.................... 1373-1374 


DC-TO-AC INVERTERS .... 804 
DC-TO-DC CONVERTERS 


(See Converters) 


DEBUGGER......................... 22-23 
DECADE BOXE.................. 1362 
DEGREASER.G...................... 1269 


DESOLDERING PRODUCTS 


(2) 2 l[e lereeeererrececeereecececrecececern 1217-1218 
Irons 
Rroduictlind@x22....<....:-¢ 1196, 1199 
TLILELN Mil erreecepaecncareere ees 1204 
WIE IVER ee esseeccess 1199, 1201-1202, 
1204-1205 
PUMP Si: cesvcceececeescecercessccaccesssesecess 1220 
Stations 
Product Index............0 1196, 1199 
WELLER 1199, 1201-1202 
Tips 


OK INDUSTRIES DIVISION OF 
JONARD INDUSTRIES 

COPE saceccescstasewceeeeeetenrenniennet 1220 
Product Index.........0. 1209-1210 


DEVELOPMENT SYSTEMS, 
SEMICONDUCTORS (continued) 


Evaluation Kits (continued) 


IND Pease ea ccneaacteecseacaeee 19, 36 
TEXAS INSTRUMENTG....... 16, 17, 
20, 22 

Microcontroller.................. 1073, 1360 
ARDUINO Mei iar cence ree 15 
HARM ai aieisnesieisssicesceseereoveieast 23 
SAAS Leet aree erie tec 16, 18-19 
GCIRCUIMCO .oieccessessseceeeccrans 13 


CYPRESS SEMICONDUCTORS 


IN Gav ecccsesessesesseucvcacecstasvsvevvvevsvnaats 16 
MICROCHIP....... 13-14, 16-17, 21, 
23 
NXP. sacccsnssesacicecicccecseucsvesre-oueess 36 
SEGGER i esseseseees 25-26 
ST MICROELECTRONIGS........ 16 
19-20 
TEXAS INSTRUMENTG............. lie 
20-22, 24 
Software 

NXP ie cos sessucesscicccaccesevevvvssveevsvseats 36 
TEXAS INSTRUMENTG........ donde 
WS Bivccccscccresesrsssseeccuiectievstesvereses Heal 

DEVELOPMENT TOOL 
ACCESSORIEG.................... 1158 
yA | = Reaper er peeeprceerereererrerrrrre cere 16, 19 


Tools and Accessories 


Product Index.............. 1196, 1199, 
1209-1210 
STE NIWA res caeesecevscetcccececcnconcrrets 1204 
WELLER....1199, 1201-1202, 1220 
DEVELOPMENT SYSTEMS, 
SEMICONDUCTORS 
ACCOSSONES c..cccccsssssssssessrscrscnsens 13-14 
TAIN Si beaccecheceenstetbecececnecee ren as 16, 19 
Demonstration Kits ..............008 1073 
MICROCHIP mnccccecccceencs 1es2dn23: 
INP eiiccccecsescescstsasesiescenenentoneieces 19 
ST MICROELECTRONICS. ......... 13 
Digital Signal Processor............2+++ 20 
EV ATIO NESS osc oacecceeseeerrocenceerns 1073 
ATIMIB LL 2 iccnciececexcvcccesevccucecesvecesteces 19 
ROC Ge ee recnennennenecee 14, 36-37 


DIALS, 
POTENTIOMETER............... 104 
DIES, CRIMP 

AMPLIEN lbaeeesermamernrentten: 403 
THOMAS S BEMIS sar eenneer, 506 


TROMPETER ELECTRONICS, 
MC erecerecreecereccer ce ere PR NN NAe 403 


PAO SN TS secrete tiepeereretrerrererrrreres 1243 


DIGITAL MULTIMETERS 
(See Multimeters, Digital) 
DIGITAL PANEL METERS 


(See Meters, Panel, Digital) 


DIGITAL SIGNAL 
PROCESSOR 
DEVELOPMENT 


SY STEMS ogee 20 


CUR - DIS 


DIGITAL SIGNAL 
PROCESSOR EVALUATION 
KITS 20 
DIGITAL SIGNAL 
PROCESSORG.................... 24-25 
DIGITAL STORAGE 
OSCILLOSCOPES 
B&K PRECISION. ....::::sssseseees 1341 
GW INSTEK ...cssssccceessse 1341-1342 
KEYSIGHT TECHNOLOGIES ..... 1340 
ROHDE & SCHWARZ.........1340-1341 
TEKTRONIX: 22-2, 1336, 1338 
TENA eer eo 1342-1343 
DIN 41612 CONNECTORS 


(See Connectors, DIN 41612) 


DIN CONNECTORS 

(See Connectors, DIN) 

DIN MOUNTING RAILS/ 
TRACKS 


[EE IRO) N) peeteerereceebecrerosiecccas ain ayes 439 
[B/E Ox reccececscconrocecnereehaneddorsaies 896-898 
MWISTIC OM Rieresncsacccniersrcersriecs 1522 


OMRON INDUSTRIAL 


AUTONATION seers 904-906 
TE CONNECTIVITY....cccssessesseseeee 917 
DIN RAIL MOUNT 

BOXES enn 1486 
DIODES 


(See , Semiconductors, Diodes) 
DIP SWITCHES 


(See Switches, DIP) 


DISCONNECT SWITCHES 


(See Safety Disconnect Switches) 


DISCONNECTS 

SM irnimcaracanstss sina 483 
TE CONNEC TIM MMVercsnes 485, 487 
THOMAS & BETTS ....-..sccee000 495-496 
WAGO CORPORATION ......-.sss0s+: 308 


DISPENSING PRODUCTS 
Fluid Dispensers............... 1219, 1250 


RluixeDismenSensiewe sere 1219 


DIS - ENC 


DISPENSING PRODUCTS (continued) 
UI OGrtetrecneettn mercer 1250-1251 


Wire Dispensers.............++ 616, 1214 


DISPLAY ACCESSORIES 1148 


DISPLAYS 
BaniGraiisicrcerce-ee-crrscerserrssessccsre 677 
[8G BD aeieieese es iene eerneeercees 678, 1148 
Numeric Segment.......:.ccccccsee 678 

DMMS 


(See Digital Multimeters) 
DOOR SWITCHES 


(See Switches, Safety Interlock/Door) 


DRILL BITS 

DURATOOWM eee 1228, 1267 
GREENLEE 
COMMUNICATIONS... 1267 
MILWAUKEE TOOL .....--+-++eesse++ 1268 
DRILESEIS(.2.2 1267 
DRIES ee aa atnnte 1265 
DRIVER/DRILLG.................. 1230 


DRIVERS, MOTOR... 1173, 1175 
DRIVERS, 
SEMICONDUCTOR 


(See , Semiconductors) 


DRY REED RELAYS 
(See Relays, Reed, Dry) 
D-SUBMINIATURE 
CONNECTORS 


(See Connectors) 


DUCT COVERSG.........0..0........ 641 
DUCT EMI NOISE 

SHIEED Serre uaa nies, 641 
DUCT FITTINGG.................... 641 
DUCT INSTALLATION 
TOOLS ee 642 
DUCTS 2232 sama 640-641 
DUST CAPS/COVERS 


(See Connectors) 
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DUSTING SPRAYS 

(PUTED S{O)\[e eeeeeeeerrerreerersertee 1274 
TECHISPRAY wens 1275-1276 
MCM PRODUCTS............ 1578-1726 


E 


EARTH GROUND 
RESISTANCE TESTER 

(See Test Equipment, Ground 

Resistance Testers) 
ELAPSED TIME 
INDICATORS 

(See Hourmeters) 
ELECTRICAL 
CONNECTORS 

(See Connectors) 
ELECTRONIC DC LOADS 
MAINFRAME 

B&K PRECISION........c100006 1373-1374 

KEYSIGHT TECHNOLOGIES ..... 1375 
ELECTRONIC DC LOADS 
MODULES 

B&K PRECISION.............. 1373-1374 

KEYSIGHT TECHNOLOGIES ..... 1375 
ELECTRONIC SERVICE 
TOOL KINGS ret 1229 
ELECTROSTATIC 
DISCHARGE PRODUCTS 

(See Static Control Products) 
ELECTROSTATIC 
DISSIPATIVE PRODUCTS 

(See Static Control Products) 
EMERGENCY STOP 
SWITCHES 

(See Switches, Emergency Stop) 
EMI DUCT NOISE 


SHIEEDS 2 ees 641 
EMI FILTERED 

CONNECTORS ............... 257, 522 
EMI FILTERS.............0..0000000... 867 


EMI SUPPRESSORS ....108-109 


EMI/RFI FILTERS 


NAUTICO Me Mr renccectccerersersrsesiss3 1556 


EMI/RFI FILTERS (continued) 


SCHAFFNER.........sssesssessssseesteseeeeeee 869 

TE CONNECTIVITY... 867, 871 
EMI/RFI SHIELDED 
TUBING............... 617, 622-623, 638 
EMI/RFI SHIELDING 
TAPE? ass crsnn mene 1306-1307 
EMULATORS 

Microcontroller 

ATIVE Le ee ean A 23 


SPECTRUMIIDIGITAE ersscssrsscancs 
TEXAS INSTRUMENTS 


ENCLOSURES 
Accessories/Hardware 
Air Conditioners ........... 1524, 1526 
Battery Holder Kits................. 1487 
Boots, Protective ............... 1473 
BUD oir evevrrcvcvccsesvruce 1502-1503 
GabletGlands ii -cn..scssussses 1452 
Chassis Covers............. 1494-1496 
Fans 


HOFFMAN...........5 1525, 1532 

SME GO ING 1529 
Grills 

HAMMOND .............. 1523-1524 

ORR MAN cence 1525 
Handles 

BUD itisveses sneer 1505 

IHAMIMOND ierrseescerescere- cerns 1515 

FIRE NUR IN aasaizassesanncneeses 1465 
Hole Plugs 

HAMMOND ioeese-ccrencee enn 1456 

FICE NUR IN aecacessassesesrere es 1468 

STEGO, ING) wccccccceresssses 1530 
Humidity Control.......... 1452, 1528 
Louver Plate Kits........... 1525-1526 


HAMMOND 
HOFFMAN..... 1459, 1464, 1468 


1456-1457 


DOHBOEE jrcnsaesee 1516-1517 
Rubber Feet 

BU Diniscsscsssvsssscrseserers 1504-1505 

FIAIMIMIONDeierrsesescemeseoseeee 1514 


Accessories/Hardware (continued) 


ENCLOSURES (continued) 


SGHPOEE rccessssessssescccssccssseess 1518 

Thermostats 
BUDS eres i522 
SMEG OWING, 0. 1527, 1529 
Window Inspection Kits ......... 1471 
BIC OMOMIOMGNS oxcccccrcerserecee 1527 
AGAIN essccaccsssssssssesscecese 1449-1450 
BOX ENCLOSURES. .:....ccs 1484 
BUDS... 1451-1452, 1475-1478, 
1494-1497 


HAMMOND.......... 1458, 1478-1483 


HOFFMAN.. --- 1461-1463 


POMONA. cettcscescccscce 1483-1484 

TAKAG Aller eceneonspeennsestenns ern 1473 
Card Guides 

BIRT GCHER csscscssesccsccccscccescsezs 1519 

[SOU GIN fe) eerereereeeeeeeeceece 1483-1484 
MC SEONG. succes cssssvssrssrnvereereerescies 1508 
Chassis 

(EU) D eraaraet 1477, 1495-1496, 1504 

HAMMOND.............0 1481, 1507 

SOHO ccstescssescccssccsssecteseees Wenz 
(COMPUT ersssesccsesccsestesess 1482, 1484 
CONSOIOS i csesserssrsrsrrreremner 1474 
IGOVEN PIAIOS  cassxssrserveccrees 1485-1486 


Data Interface Ports 


(See Data Interface Ports) 


DehumidifierS.......ccccceeseennnens 1460 
DESKtOD sececsrereesn 1480, 1484 
DIN Rail Mount 

BU De caters smsonemenmennrners 1485 

ECO ING crcereerse ee 1527-1529 
DiI WEIS sssssssssssssessenccccceccetisra 1460 
Flame-Retardant............... 1490, 1493 
Hand-Held 

E10 Dee rere eras od 1486-1487 

FIRIMIMIOND 3 oo ceceseceeser 1490-1491 
Heaters 

HIAMIMIOND is ccssseacerctcectes ress 1524 

RIOEEMAN Pecsccrerrccccceueer et 1531 

STEGO WING pees 1529 
Instrument 

BUD cars 1452, 1475-1478, 1485, 

1496-1498 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


ENCLOSURES (continued) 
Instrument (continued) 


HAMMOND......... 1455, 1481-1482, 
1492, 1507 
IORRMAN  iersrerariirrirariats 1460 


Junction Boxes 


(See Boxes) 


[ca 010): | (0 lpevenerrrerercerrrerrrerecec eereey 1497 
INE MAY ir ise enen ieenedses 1449-1450 
i eer creer a ans 1449-1450 
BUD serene 1444-1452 


FIBOX... 1449-1450, 1470-1471 
HAMMOND ............. 1449-1450, 
1454-1456, 1458 

HOFFMAN .....1449-1450, 1459, 
1462, 1467, 1469-1470 

2k ean secetcentectcnween 1449-1450, 1473 
BU Drecrtrrs: 1444-1452, 1473 
FIBOX... 1449-1450, 1470-1471 


HAMMOND 1449-1450, 
1453-1458 

HOREMAN ee cccscusn 1449-1450, 
1460-1463, 1465-1469, 1474, 
1492 

UShuerasrscrsrsrestsatse 1449-1450, 1473 
BU Direc ee 1444-1452, 1473 


FIBOX... 1449-1450, 1470-1471 
HAMMOND ...........++ 1449-1450, 
1453-1454, 1456-1458 
HOFFMAN..........+0:++ 1449-1450, 
1460-1463, 1466-1469, 1474 

TERA SIS Renee as TTI De 1449-1450 
BUD iweccxecann: 1444-1452 
HAMMOND ...1449-1450, 1456, 


1458 

HOFFMAN ...... 1449-1450, 1469 

ener nn menonenbtneetece 1449-1450, 1473 
[S\U [Dy sporermerererceccecteccn 1449-1450 


HAMMOND .... 1449-1450, 1458 
HOFFMAN .....1449-1450, 1462, 
1466-1467, 1469 


ile eee ene a 1449-1450, 1473 
BUD ee 1449-1450 
HAMMOND ..........-+- 1449-1450, 

1453-1454 
HOFFMAN.....1449-1450, 1462, 
1464-1467 
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ENCLOSURES (continued) 


NEMA (continued) 
Ape eye neeninns 1449-1450, 1473 
..1444-1452 
RIBOKe ee 1449-1450, 1471 
HAMMOND .............. 1449-1450, 
1453-1458 
HOFFMAN .....1449-1450, 1460, 
1462-1463, 1465-1469, 1474, 
1492 
AX TEE cracestscsseeees 1449-1450, 1473 
BUD iectecccsestseceseresescs 1444-1452 


FIBOX... 1449-1450, 1470-1471 


HAMMOND 1449-1450, 
1454-1458 
HOFFMAN .u..ssssssseee 1449-1450, 


1462-1469, 1474, 1492 


IDEC ..... 1449-1450, 1474-1475 
Le ierecet tenes pM 1449-1450, 1458 
Openness a 1449-1450 


FIBOX... 1449-1450, 1470-1471 
HOFFMAN ...... 1449-1450, 1460 


13) eacixcoceooococoaasacconccauntcs 1449-1450 


Fiberglass............ 1449-1450, 1473 
BUD ceexcsxscerercrecciesss 1447-1450 
FOE AN ermccnecnenace, 1449-1450, 

1466-1467 

Nonmetallic ........ 1449-1450, 1473, 

1492 
PAM iecciecsiercevececrecoune 1449-1450 


HAMMOND ....1449-1450, 1457 


HOFFMAN...... 1449-1450, 1492 
PIASTIGE cazescsecceseosesssessvees 1449-1450 
BUD rcccexscoeess 1447, 1449-1450 
HOFFMAN...... 1449-1450, 1492 

Wall Mount... 1449-1450 
BUD i orexzeateccnrenserecerss 1448-1452 

FRO AN cceccrcencee 1449-1450, 
1461-1463 

PNM LANG es aceszccsecsecseeerterseneens 1492 
BUD sizescesesesseseeees 1444, 1446-1448, 


1484-1489, 1496 


[Gils \O) Geresecsocecemenrecennaeen 1470-1471 
HAMMOND.......... 1456-1458, 1489 
TORE MAIN aviascececcsesccneeeteccrcets 1467 
ERP AG essressscssssssress sensceececcen 1493 
G@iltiQiitigessresssesteesessiessts sary 1473-1474 


ENCLOSURES (continued) 


RGIBOardieasssariesciests 1492 


1444-1448, 1474, 
1484-1489, 1496 


CAMDENBOSS ..........ccccccscesens 1494 
EIBOXerrcreece re 1470-1471 
HAMMOND a oiciasctscces 1456-1458, 
1489-1492 
SERPAG yrcscacssssseser oe 1493 
Polvestotisneecesccestrrcrreresre 1125, 1467 
Portable 
BUD ite ieee 1486, 1494-1497 
WAM BEN BOSS iercc.ciccccnccneere 1494 
Pushbutton 
BUD eccrerre ress 1473-1474 
FIO EIAIN i ccccsnccsssmeecrcconse 1474 
SCHNEIDER ELECTRIC... 988 


Rack Accessories 


BlOWGrSiieiicereccscesnscreseeesveseys 1523 


ENC - ENC 


ENCLOSURES (continued) 
Rack Accessories (continued) 


EAI IND os eeveceeeves 1507-1508, 
1611-1512 

SOIMON sansnnanencscxaccaccasnrerxcmeasseve00s3 1498 
ShielveSreen ees 1502, 1507 
Shighdeclrewwscesssrseees eer 1483 


Stainless Steel 


HOREMAN ee: 1462-1463, 1474 
SLCC lia esascecrere rere eee 986 
BUD aware 1448-1449, 1473, 


1477-1478, 1495, 1497-1498 


FE AIIOIN eséecsetecectommnsereomcposscpose5o Bee 
HAMMOND.......... 1454-1455, 1480 
HOFFMAN.......... 1459, 1461-1466, 
1470, 1474 

SWITCH tacrccaresessvassevssseeesereereresnsese® 986 
[= SIRO]N bipeescocsscccsaccsamesasocen 999 
SCHNEIDER ELECTRIC........... 988 


Cable Carriers/Organizers...... 1515 
CAStONS i iecccccsscsscccctccceees 1503, 1510 


Desktop Drawers 


[21ND heserereeeeree corer 1502-1503 

HAMMOND aeircccucences 1512 
Boos... 1508, 1510, 1512 
Bs VS) ee eecceceecca rer 1502-1503 
Ranson nas 1515: 1523) 
Keyboard Drawers .............0 1502 
POV GLANS ccs cccsscssassceerecreersoninee 1503 
Mounting Brackets....... qlteloss aenks) 


Mounting Hardware 


FIAIMIMI@ ND eee escereseeresreess 1514 
I EEENIA Nitstccrsecccsreccecerseres 1515 
SCHROFF 1518 
Mounting Rails .............. 1500-1501 
Outlet Strips 
BUDE 2s inane: 851, 854 
IRE MANE ea crrececcreccxcevevsse 1515: 
PAINS cree eee aoanes 1504 
Shelves 
DSS ei ces trertrecrersversses 1502-1503 
Rack Mount Box ......ccccses<esnnnnn 1496 
Racks 
BU Die asainia 1498-1500, 1505 


Utility 


(See Boxes) 


Wall Mount 
BUDE 1444, 1446, 1448-1449, 
1452, 1476, 1495 
HAMMOND.......... 1454-1456, 1458 
HOFFMAN.......... 1459, 1462-1466, 
1470, 1492, 1515 
ID EG ites secacettesesresrsesseeress 1474-1475 
Watertight 
BW Derr 1447, 1473 
HAMMOND......... 1456-1458, 1482, 
1489 
HOREMAN er eereceeees. 1462-1464 
Window 

G0) (eee 1471 
1464-1466 

ENCODER MEASURING 
SYSTEMS).02 es 1178 

ENCODERS 

MIGCNANI CAN sancncsecaccaccacrecceccnccacees 1179 
ptical ccc cece 1179 
BOURNSIING errs 106, 1178 
GRAY FIG ING evgseresesser esr 1179 


Optical (continued) 
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ENCODERS (continued) 


HONEYWELL ....-.esseeseeseeseesess 106 
Rotanyncti tee es 1178-1179 
EPROXIES vic dscccccarcsccs 1269 


EPROM PROGRAMMERS 


(See Programmers, EPROM) 


EQUIPMENT CARRYING 
GASES ise Sa 1302-1303 
ESD PRODUCTS 


(See Static Control Products) 


ETHERNET 
INTERCONNECT 
PRODUCTS 

PVTETRIS NOM vececeeerersbebeemeeirte 537, 544 
BULGIN COMPONENTS.............+. 230 
Environmental .........0:ssssssee: 230-231 
TRU AGUIING rer erceeeecere-essopprer 1168-1169 
NEWPORT certeecrerisz: 1169, 1176 
EUROCARD CONNECTORS 


(See Connectors) 


EXHAUST FANS................... 1525 
EXPANDABLE SLEEVING 
APA WIRE: san. 474, 622 
MULMICOMPE scc.scctstssccertesscescses 620 
TE CONNECTING Ven nennes 625 


EXTENSION CORDS 


COLEMAN CABLE, INC. ...........-- 551 

GC ElECTRONIGS saeenetn 551 

QUAINEK. aur aeens 1558 
VOWEX ING! sc...cttssccrisseaseeatttiisecss 548 
EXTERNAL POWER 
SUPPLIES 


TDK-LAMBDA AMERICAS, INC. .. 802 


TRIAD MAGNETICS............++ 800-801 
XP POWER sans 793, 797-798 
EXTRACTION TOOLS 


(See Tools, Insertion/Extraction) 


MCM PRODUCTS............. 1578-1726 
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F 


F CONNECTORS 
(See Connectors) 

FAN ACCESSORIES 
EnclosiireStes-cccccccecseeeeee 1525: dei 
Fan Vibration Sleeves .............0.. We STe 
Filter Assemblies............004 1555-1556 
Filters 
Guards 

B= PASE NAC sa ccccrceceeere cactus 1554 
MULTIGCOMP ii iitcnces: 1553-1554 
QWAILTIEKscccescece: 1554-1555, 1557 
SANYOIDENK I ressenrssrsees 1554 
POW CORKS. cscersessescernnnens 1557-1558 
Temperature Controls .............++ 1522 
WAYS ecccstecsteeerseeseevritess 1522-1523 
FAN TRAYS 


(See Fan Accessories, Trays) 


FANS 
AC 
ebm-papst Inc............... 1546-1547 
IFAMIMION Dee ccorrceses 1523 
IE NRA eer 1525) 
MULTICOMP........ 1544-1545, 1553 
NMB TECHNOLOGIES 
ING eecrsercasrecescseeetereeree 1548-1549 
SANYOIDENK IE aes ieesees 1549 
Cabinet Rack 
ROBE MANU eccceccccsrere: 1515; 15382 
SANVOIDENKIE races 1539 
Counter Rotating ............... 1542-1543 
DC 
ADD At rrrerccsccceteresee? 1543-1544 
ebm-papst Inc............... 1534-1536 
MULTICOMP........ 1533, 1545-1546 
NMB TECHNOLOGIES 
MING ieecvereerecececeeceecererevreen 1537-1538 
SANYO DENKI.............- 1539-1543 
ENnClOSUM@ iissccisceessccessvevesss 1529, 1531 
FASTENERS 


(See Hardware) 


FERRWES 2 ccss cer, 109 


FERRULES 
AVENHeitensun itturuasrrrsssnninnias 506 
BUSSMANN BY EATON...........04- 725 


KEYSTONE ELECTRONICS 


CORP eles curesessasesteeseeercrnes 1278 
FFC/FPC 
CONNECTORS. ........000.00.. 181 
FIBER OPTICS 
Adapters 
(See Adapters) 
Nay SlLUe) tcherrerrerrrereereeteeeceeen aes alalilre 
Cable 
BROADCOM LIMITED.............. 683 
MUIETIC OM Pie eieceeceeceee ces 1115 
OMRON INDUSTRIAL 
AUTOMATION.......... cesses 1114 
Cable Assemblies ............... 683, 1115 
Connectors 
BROADCOM LIMITED.............. 683 
fo] CHU eee 430-431 
IESASSOTIMONS ona eee cee cncen 1229 
FSCOWWOES jissnsnnnveraccaceesrecceccccceccases 682 
SOUS OS eecceceereea eee anil 
TRSHEQUIPIMONME sccsccnsscssseseeesss este 1229 
TRANISCOIVONS:. sasacsansnasnasxessverserserrssss 682 
TASES eee cee eets 682 
FILTER FANS..........00..00..0... 1525 


FILTERED POWER ENTRY 
MODULES 


SCHARENER i icrcussssssssvssssesress 517-518 
SCRUM erereesisssssess 515-5116, 519, 


521-522, 524 


TE CONNECTIVITY........ 517, 520-523, 
865 
FILTERS 
3-Phase 
SCHAEENER cree 869-870 
TE GONG TWIN ca seeeeeee eee 871 
Chassis-Mount ...... 864-865, 869-870 
ICMOK OS. irenannsesssssesserasaessaraarsss 877 


EMI Suppression 
SCHAPENER Gerecrsrereereccce-s 864-865 
TE GONWECTIVINY o.cssssesceees 867 


FILTERS (continued) 


EMI/RFI Suppression 


12) eee eee eee 110 
TE'CONNEGCTIVIMY: =... 867, 871 
Fan 


(See Fan Accessories, Filters) 


Fused Inlet. cc.cscccscscee 521), 523) 
General-Purpose 
AS IS Bah 5 Se eeercemvetcee ssencssono ss 864 
TILE) eeemeera ipa asta ecaa sia 110 
TE CONNECTIVITY ....... eee 866 
PE OR IGIS, seecceeeereereerss taceeeece enc ean 523 
[iene] gly te eeeercercereerreceernecee se 869-871 
IMMUNE SR ASO teeters ereeeewesereeecreees 869 


Power Line 
SCHAFFNER...........:::20c0000 869-871 
TE CONNECTIVITY ...866-869, 871 


Relays, Solid-State ............::esee 944 


RFI Power Entry Modules 


SCHARENER: ccassmruwen 521, 523 
SCHURTER........ 515-516, 519, 524 
ME; CONNECTIV IM Sicsrcccssscess Oils 


520-523, 868 


RFI Suppression 


SCHAEENERG msssssssssssesss= 864-865 
SCHUMER earner. 522, 742-743 
TE CONNECTIVITY........- 216, 520, 

865-869 


RFI/EMI Suppression 
(See EMI/RFI Suppression) 


Single Phase 
SCHAFFNER........c:scscsseeeees 863-865 
TDK-LAMBDA AMERICAS, 

[IN (GEA AEA NSE ee 865 
TE CONNECTIVITY .......cseeseeees 868 
SUMaACS MOUNT seccsscceessseeeeeeeeeeeeee 110 
FIRE BARRIER 
PRODUCTS... 1296 
FLAG TERMINALG............... 491 
FLASHLIGHTS ............ 1310-1311 
FLAT CABLE 
SN eee et | 593-594 
AL BHIAR WIRE ssnseseneces eee 595 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


FLAT CABLE CONNECTORS 
(See Connectors) 
FLEX-TO-BOARD 
CONNECTORS 
(See Connectors) 


FLOW SENSORS 


(See Sensors, Flow) 


FLUX 
Disncisc cen ts 1218 
lighide ee 1218 
Removers. nn 1273-1274 
FOAM, CONDUCTIVE ...... 1318 
FOOT CONTROL 
SWITCHES 


(See Switches, Foot) 


FORCE GAUGES........ 1437-1438 
FORCERS ee 1254 
FORK TONGUE TERMINALS 
(See Terminals) 

FREQUENCY 

COUNTERG................... 1356-1357 


FREQUENCY METERS.... 1147 


FUME ABSORBER.G.......... 1193 
FUNCTION 
GENERATORS ........... 1351, 1353 
B&K PRECISION........-.-++ 1350-1351 
ELL KE Seemann emer tree reentry 1351 
GWFINSTIEK Geers ome muainans 1352 
KEYSIGHT 
TECHNOLOGIES ........---0++- 1353-1354 
MEKTRONIX ese rncrr in: 1354 
FUSE 
LIMEU RUSE Ren eee 736-737 
MULTICOMP Se ee 738 


FUSE BLOCKS 


NSIS 2X TAN QM eiiccccoceeveversesseiess 732 
AV/ANSeU Aw erseeseserserarerierecras! 729-730 
NAS So rrrececrcrrccaeneensecee 730 
NMMEE RUSE ceca 722-723 
Midget: Serer 701, 736 
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FUSE BLOCKS (continued) 


Onna BIO Occ eneccecneaee 701, 736-737 
PC Board 
BUSSMANN BY EATON.......... 733 
GEL EUS Eee etna, 737 
MULTICOMP 729 
SCHURITER bescececcceccercececceseessae 739 
Screw Terminal .....cccccceceeeseee 732 
FUSE CLIPS 
Auto Blade Fuseé..............005 738-739 
Open-Design.........:::ccseeseeeeeeeees 739 
PC Board 
BUSSMANN BY EATON.......... 731 


KEYSTONE ELECTRONICS 


CO ereeereerrereres: mahoo-foO) 


ENTEL RUSE een 736-737 

WET © MP iresereseccesceseceseesse 738 
Rivet/Eylet 

BUSSMANN BY EATON.......... 731 

LETTE CHS ae eeeereereeeeece, 736-737 


FUSE HOLDERS 


ATC® 
BUSSMANN BY EATON.......... 731 
KEYSTONE ELECTRONICS 
(COR ecacenrnaaaasacst 738-739 
ITTV LEG SS eo esestenccrcacccesveceteases 737 


Auto Blade Fuse 


BUSSMANN BY EATON.......... 731 
EMIMEL RUSE icccccaeescaccserer 724, 737 
MUWIRIC OM eeeecseccacecetencerertens 22) 


DIN Rail Mount 


BUSSMANN BY EATON......... 29; 

731 
EATON era acccesectensanennrcenncaneeracs 439 
WAGO CORPORATION ........... 443 


Indicating 
BUSSMANN BY EATON... 730-731 


LITTELFUSE - 1384-735 


In-Line 
BULGIN COMPONENTS ......... 729 
BUSSMANN BY EATON......... 724, 
730-731, 733 
LEST RTIE (HIE WS eee cceeceeeec ere 733-734 
ING NO wcereere etree 729, 733 
psi Mit eeeererteeeteseeeeeeertveceraery 733 


FUSE HOLDERS (continued) 
Panel Mount 
BULGIN COMPONENTS ......... 729 
BUSSMANN BY EATON ... 730-733 


|S US) See een een 734-735 
IN NOTES TC NY Fe ercreinseeeserrececceeerern 738 
po 0 LU FUL So eens cere eomeenronrs 739 
PC Board 
BULGIN COMPONENTS ......... 729 
SIT EEIPURSEE 733-734, 736-737 
RO Fre ca concnaene ceecee 737-738 
50 LU FILLS 2 bese eeenesnennspesnesees ee 739 
PlcON@ FUSE 0... cere msenrnnranns 736 
SOWIE tecesectesreecccesceeeseree? 521-522 
Shock Safe 
BULGIN COMPONENTS ......... 729 
WEL EUS Exner: 733, 735 
Snap Mount anes 
Watenpnootia. nee testers 731 
FUSE KITS/ASSORTMENTS 


(See Fuses) 


FUSE SOCKETG.................... 703 


FUSES 


13/32 x 1-1/2" 
BUSSMANN BY EATON... 725-728 
ITS S Eecessaecaaseascceesesneserees 729 


13/32 x 1-3/8" 


TASK eee cesecreresesesane aecrrveecia 711 
1/4 x 1-1/4" 

BUSSMANN BY 

EATON ieee 710-712, 721 

WIMEUFUSE cure 714-717 
DAG ioeeleececeseeccteisneesses 716, 719-720 
38AG 

BUSSMANN BY 

EATON vecestcseecercecceses 710-712, 721 

LIIDSRWS Evercevercc cececenssves 714-715 
Ce ANIM ote peer res reeremre 709 
5 x 20mm 

BUSSMANN BY 

EATON caaeecnsas 709-713, 721 

IONE WS Eeeercececececccenceces 713-720 

SCHURUER ernceesecccescecees: 720-721 
QING a ceeeecenscnseeeee eeerennn eran 711 


FLA - FUS 


FUSES (continued) 

Automotive 
BUSSMANN BY EATON.......... 723 
KEYSTONE ELECTRONICS 


CORP... 738-739 
LUT MEPS Ec cccscsscsscxszeasses 723-724 
NMUITICOMIP sccccerssxssxssesszssess 723 
Axial Lead 
Fast-Acting 
BUSSMANN BY EATON..... 707, 
709-710 
aS eS eeeerece es 719 
Time-Delay............:eeeee 708-709 
Very Fast-Acting 
TSE US ee sesso eo 707-708 
[7] 9 1.) | CAR Rea esa eeeeees 709 
Blade 
BUSSMANN BY EATON.......... 723 
LITTELFUSE 
MULTIGOMP sscxccsccccescsssnssnssnsess 723 
Brith: PIUGissrccrsrescereceerseestes 11.25 
Cartridgem ee cree: 714, 720 
Ceramic 
Fast-Acting 


BUSSMANN BY 


EATON cctsccsccsccaans 712-713, 722 
ITT ELEUSE ass 04, 715-719 
SOC HARI TAIBESER ue eenceseosecssstoers 721 
Medium-Acting ......:::cceeeeeeee Told 


Slo-Blo® ... 700, 713-714, 716-717 
Time-Delay 


BUSSMANN BY 


EAT Niece rerecrccrrsces 710-711 
ENTE EWSEseee cas. 713, 716 

Very Fast-Acting.............. 700, 712 
Cubefusell, Time-Delay ..............-. 127 
Current-Limiting...........:::ceeseesees 728 


Dual Element, Time-Delay 
BUSSMANN BY EATON ... 726-728 
UinELEUSE. 729 


[etc A0! (meeerepreeecererrrerrrer reer TAS ES) 


Fuse Blocks, Clips, Holders 
(See Specific Product) 
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FUSES (continued) 


General-Purpose 


Class CC 
BUSSMANN BY 


Glass 
Fast-Acting 
BUSSMANN BY 
EATON) csccecscteeeees 709-711, 713 
DIRE USE csccccese 713-716, 719 
SCHURTER essessesesessesevs 720-721 
Slo-Blo® ........... 714-715, 717-720 
Time-Delay 
BUSSMANN BY 
ATION aitcccucccreersies 710-713 
IMEC RWSES 718-720 
Inlicatiing eeeerevecercerezccazsreeceecs 724, 729 
KIES/ASSOFMIMICMES ...scccesnsessessensennn 721 
Midget 
Fast-Acting 
BUSSMANN BY EATON..... 725, 
727-728 
IEU EWS Eee: 728 
SOE BOD eccccsrevervezezscescssescecreeee 728 
Time-Delay................ 725-726, 728 
PC Board 


BUSSMANN BY EATON ... 703-704 


LINELEUSE.....::..-.. 704-706, 716 

MULTICOMP... eee... cee: 707, 709 

SCHURMER Ceeecccrceeee 706-707 

FIO IDS © Soreresesceceseenes ste 698 
Photovoltaic 


PTC Resettable 


BOURNS ING.......0...000.00 692-694 
ee ee eee recreccac herr rere 694 
MULTICOMP «0 695 
TE CONNEC TIVITY ccccssnaace 696-698 
Radial Lead 
Fast-Acting 
BUSSMANN BY EATON...... 703 
LITTEL FUSE ssc 694, 705-706 
NTUTINGOIAE re sacacnccnacnccnurcers 707 
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FUSES (continued) 


Radial Lead (continued) 
Fast-Acting (continued) 


CKO AO Re Rerreccerrecececte 706-707 
Time-Delay 

BUSSMANN BY EATON...... 704 

MTEL E WS Eee. 704-706 

SCHURTIER  sscnunacceccss 706-707 

Very Fast-Acting............::eeeee 706 

Rejection 726-727 


Resettables.sccscssrcrccenereseits 696-697 


pahee 
fe) ofr oi t= AYinesnnesinterercrercorcereeete) 724-725 


..- 696 


Surface Mount 


BUSSMANN BY EATON ...698-699 


Circuit Protector ccc cence 702 
Fast-Acting 
BUSSMANN BY EATON...... 699 
GINMELEWSE ees 699, 701-702 
PTC 
BOURNSIING 7... 692-694 
CNIMTEL RWS Etre 694 
MUIMIG OM Pee eereee ee 695 
TE CONNECTIVITY ...... 695-696 
Resettable 
BOURNS INC. ............. 692-694 
IMMELEUS Bitivsciescssssssssess 694 
TE CONNECTIVITY ...... 696-697 
SIO-BIOO Es saeeiassiscesrssesese- 701-703 
Time-Delay............::::ceee 701-703 
Very Fast-Acting............-+. 699-703 
ULM Tana llaeerereeerceeeeercecereeetececerceer ers 698 
WMS RIM ie ccscteeeese essere 699 


Thru-Hole Devices 


BUSSMANN BY EATON......... 707 
MULTIGOMPisen serene 695 
PANASONIC 
TE CONNECTIVITY ..ssssssee 696-697 

MCM PRODUCTS............ 1578-1726 


G 


GAS DISCHARGE TUBES 


(See Surge Arrestors) 


GAUGES 


(Pelee hander cecrcreneeea ena aneere 1437-1438 


GAUGES (continued) 


Pressure and VACUUM... 1431 
(ihickniesseanenn eee 1438 
Wire tisnssstsssenrsncetessunnats 1438 

GEARTOOTH SENSORS 


(See Sensors) 


GENERATORS 
PRUNING cc ecensantancaninsceneeseesecseeeeasee 1251 
Rattenmetreverere werner ree 1351 
PUBS iS seencccecreerrcemomnenmantevs 1350-1351 
SSIQMAll A iicrutscuiscuuccsssesesees aayessyeases 1351 
Bak PRECISION. ..ssss 1350 
U0 eer eres 1351 
TER OINK sssseseesesecesenses 1354 
Sine/Square Wave ............ akclonlemiletoss} 
BS PRECISION eee 1350 
ee ee ee 1351 
NOWG isiicsnceceeeteeeeeinee 1351, 1408 
GLOVES nae 1294, 1316 
GPIB CONVERTERG.......... 1370 
GROMMET EDGING.......... 1522 
GROMMETG.................. 617, 1278 


GROUND RESISTANCE 
TESTERS 


(See Test Equipment, Ground 


Resistance Testers) 


GROUNDING PRODUCTS 


WC ORS es aisessersusaverecrenreerseeecnsenaces 1328 
Foot Grounders........:c000 1330-1331 
Heel Straps i...s.sccveseersces 1330-1331 
LEIS aioe escort 409 
Mats/Mat Kits ...... eee 1323, 1328 
Sole Grounders.......cccs 1330-1331 
Toe Grounders 1330-1331 
WhiSt:SttapSinciccescecceessceerecerceees 1328 


GUARDS, FAN 


(See Fan Accessories, Guards) 


MCM PRODUCTS............. 1578-1726 


HALL-EFFECT SENSORS 


(See Sensors) 


HAND-HELD BOXES........ 1486 
HAND-HELD 
OSCILLOSCOPES 

B&K PRECISION........:::sssseeseceees 1377 


TIELKGTIRRON [Xe eran eernceerrse cee 1378 
TENMA gs se sessceevienssrecssmseessenress 1378 
HANDLES 
Cabinet Rack 
Instrumentation... eee 1278 
HARDWARE 
Bumpers; RUDD. c.c-.ceeces- 1277 
Bushings 
IAM PHENOL or rrscosescssescscescseccess 331 
MULTICOMP vecssssssesssssee0 617, 1288 
Gable! Clamp sis. -csssccsscs: <3 BOO, boe 


Circuit Board 
(See PC Board) 


D-Subminiature Connector 


MTGEANIN© Nie eeecccrceccccccases 261 
MUOETIGOM Pee recs ones 265 
TE CONNECTIVITY ........... 247-250 
D-Subminiature Screws............0. 265 
lan Gls: s::t ccceerceeseeeeee N278 ony 
Holders 
Balteny<sscesseesseeesseessessscssten 846-848 
Fuse 
LENE EWSE Se <c- 733-735, 737 
MUWIETIGOMP excecescscescccesccces 738 
ICT U TRIN EIR ccccsceresescconecececn 739 
[S(O Es seeece ce cooncsnsnsccnteceereres cosossaes 1283 
PIUQS css:sisviecseesteresesesesssass 1278-1279 
IVGtS erence neces 1328-1329 
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HARDWARE (continued) 


Soldering Mugs ese eessseeeee 499 
Spacers, PC Board).....c.cscccc 1282 
[NOTE Gr NP ieteccerecceecce, 1281-1284 
RAF ELECTRONIC 
HARDWARE ...........0000 1279-1281 


Standoffs, PC Board 
KEYSTONE ELECTRONICS 


CORP heen 1285-1286 
MULTICOMP........ 1283, 1285-1286 
RAF ELECTRONIC 
HARDWARE........ 1284, 1287-1288 
WASH GIs slice enecesctesscatgeseeseses 1288 
HARNESS CLIP6G................... 644 
HARNESS WRAP 
NUT OWI ree co camanauerscacee 617 
PANDUIT 
TE ‘CONNECTIVITY i scccccccccee 625-626 
HEADERS 


Board Mount 
(See PC Board) 


Board-to-Board 
eo | eS reverence rerererrererecreeeerececn 186 
AMPHENQ Ete ccecesstenere 154 
MUIETIG OM Persceceeieveeerre ss 175 

Breakaway 

co] ear E TH ere 140 
172 
due deuedeesdgeasetseve secs 176 
140-141 
eralltess) 
TE CONNECTIVITY........... 274-275 


por licks) 
TE CONNECTIVITY........... 190-192 
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HEADERS (continued) 


PC Board 
ON Gesmiseneeeeecancecstercreceeerrecore 183-185 
MOLEX... 165-166, 210, 305-306 
MUENICOME 2 aes 13%, 145 
MELCONNEGCIIVIMN ccccccerse-ereest 142, 
145-146, 190-192 
Pin 
OM eaves sxcsccecsessoucvsestvcesersacessevease 139 
HARWIN . 158 
IMOUIEX sc cccccectueccaxececcasecenseseeses 173 
Nx ccxeenen teeeeeeceeeer re 139, 178 
ME GONNEGTIVIMY crcceeesee-e-e=-e 150, 


191-192, 273-275, 279 
Pitamd!'SOCKet 2ivrcccssccsscssces- 305-306 


rear) 


OM | ececccececcececesness 183-184, 186-188 
AMPHENOL.............+ 154-155, 194 
MOLEX sccm 169, 287-290, 292 
TE CONNECTIVITY .........- 142, 192 
SIQMAl e.cecsccceveccecceccescccsccesscessesssessee 215 


0] eeeeeaererseeremrsrreiepa aay ae 185-186 
AN PE ENOL rrr rina: 155 
LAER IN eeesoeereess seri resa ay 158 
MQ Xie eters nner erties 163-166 
SAIC Seereeetenneen tna 138; 1707 
Thru-Hole 
0) [eereeepereriererrererrerr cary eee 183-185 
FANIPHENO@ i errcccccrette nrc 155 
MOLEX: Serre ce 292 
SAMTEC AE 
Unshrouded 
AMPHENOIE Ss. Scecscteerseriee 155 
MUETICOMP Rs ennrns Eve, TAS) 
Wire-to-Board 
(0) M Eepeseeeeereter rrr ann Aa Na 185-186 
MOLEXee ccs 174, 215, 287-290 


WAGO CORPORATION ....464-465 


HEAT GUN ACCESSORIES 
DU RATO@ Leresreeeceeeeeereeee 1222 
MASTER APPLIANCE........1220-1221 
STEIN eeeenerrsertceesereereeess 1222-1223 
WIETRAPIEA se. cecerccssexeeescaesstttres 1223 


HEAT GUNS 

DUR ATOOL csccecccsnsncsessassctecnnnnes 1222 
MASTER APPLIANCE........ 1220-1222 
SSHIEIIN Eleeereecerercecaees 1204, 1222-1223 
WETIPAIEAN cccscecsessessessanncnnennennes 1223 
AVE Reais see reearcees 1208, 1223-1224 
HEAT SINK ACCESSORIES 
WASUIATONS saccatcarcnasansnrsansennen 1571-1572 
Kits/Assortments 


AAVID THERMALLOY ... 1569-1570 
IMU IETIG ON iereeressenesaacacancasares 1571 


Mounting Hardware 


AAVID THERMALLOY ... 1569-1570 


OM ere cceeecncaennenceneces= 1569 
WAKEFIELD SOLUTIONSG...... 1564 
Thermal Joint Compound........... 1572 


Thermally Conductive 


AGNeSIVES iécccccccscssscsscctinnsss 1572-1573 
HEAT SINK KITG................. 1568 
HEAT SINKG................. 1568-1569 

AAVID THERMALLOV.......1559-1563, 

1568, 1572 

CARLO GAVAZZI INC. ......c-c0000 1568 


WAKEFIELD 


SOLUTIONS... 1563-1566, 1571-1573 


HEATERS ee ees: 1524 
HEAT-SHRINK CABLE 
WRAP ose asnunnate 632, 636 
HEAT-SHRINK 
TERMINALS .........0000...00.. 634 
HEAT-SHRINK TUBING 
BM niisen manner: 629-630, 638-639 
ALPHA WIRE ......sssesssesssseeeee 631-634 
MULTICOWP.......... 626-629, 637-638 


HAR - HUM 


HEAT-SHRINK TUBING (continued) 


TE CONNECTIVITY......... 630, 632-637 
HEAT-SHRINK TUBING KITS 
Fel Peoeerareeorrereern a teaateaertca 638-639 
ALPHA WIRE .......sssesssessessesseesseeeee 639 
MULETIGOMPE ae nee 637-638 
TE CONNECTIVITY......... 634-635, 637 
HEAT-SHRINK TUBING 
MARKERS... 635, 655 
HEEL GROUNDERG.......... 1330 
HEX NUTS... 1070, 1283 
HEX SPACERG...................... 1282 
HEX-CRIMP TOOLS. ........... 402 
HEX-DRIVER SETS........... 1262 
HEXFETS 


(See , Semiconductors, HEXFETs) 


HEX-KEY SETS 
BONDHUS.........---+-++ 1258, 1261-1262 
DURATOOL= 2 ne 1262 
WIFI eee cere cece 1262-1263 

HIGH POWER 

CONNECTORS ...........00....0... 303 

HOCKEY-PUCK RELAYS 


(See Relays, Solid-State) 


HOLE PLUGG............... 1278-1279 


HOSPITAL-GRADE DEVICES 


(See Medical-Grade Products) 


HOURMETERS 
(See Meters, Hour) 
HOUSINGS, 
WIRE-APPLIED...................... 280 
HUMIDITY SENSORS/ 
TESTERS 
AMPHENOI se eens 1120 
FW cxereeen nee eee 1426 
HONEYWELL...ssessssssssssseee 1120-1121 
IST INNOVATIVE SENSOR 
TECHNOUOGY ee 1124 
SCS ee 1318-1319 
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HUM - JUM 


HUMIDITY SENSORS/TESTERS 
(continued) 


SENSIRIONIAGE vressssseccsscctsessssess 1121 
STIEGO MING verenerescercasecarscesrtes 1528 
MCM PRODUCTS............. 1578-1726 


IC EXTRACTION 


MOOS Hae caeee 1198, 1251 
IC SOCKETS 

(See Sockets) 

IG TESTERS 1361 


IDC CONNECTOR STRAIN 
RELIEF COVERG........... 152, 214 
IDC CONNECTORS 
(See Connectors, IDC) 
IDC HEADERS 
(See Headers, IDC) 
IDENTIFICATION 
PRODUCTS 
Labels 
(See Labels) 
Safety Lockout/Tagout Products 
(See Safety Lockout Products) 
Tape Printing Systems 
(See Tape Printing Systems) 
Terminal Strip Markers 
(See Wire Marker Products, 


Markers) 


Wire & Cable Marker Products 
(See Wire Marker Products) 
IGBT PRODUCTS 


(See , Semiconductors, IGBTs) 


ILLUMINATED SWITCHES 
(See Switches, Pushbutton, 


Illuminated) 


IMPELLERS 
(See Blowers) 


INDICATING LIGHT 
TOWERS AND 


ACCESSORIES 


(See Warning Devices, Visual) 
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INDICATORS 
AC Voltage/Current..........-- 1145-1146 
PRCCOSSOMNES ecaccnaccacncceacceceecercensye 1184 
Current 
NEWPORT Gc su ae 1110 
SIMPSON ELECTRIC 
COMPANY asses 1145-1147 
DC Voltage/Current............ 1145-1147 
Dial erscsviseee sienna 1436 
FreQuenCY meer rere 1145-1146 
LOD ie dition nue: 1145-1147, 1436 
DED Seeesrerreereereccnrrire 1151, 1154 
EATONG arcsec, 969-970 
SIMPSON ELECTRIC 
COMPAN Vises 1145, 
NEWPORT a cscncceniaccenian 1143 
PaneliMounts se 1138-1139 
Processs.sen an 1145-1146 
Temperature 
NEWPORT 22sec rare 1110 
SIMPSON ELECTRIC 
COMPAN renee 1145-1146 
INDUCTANCE 
METERS aie ee 1392 
INDUCTORG..................... 107-108 
INDUSTRIAL AUTOMATION 
CABLE anne 553, 587-588 
INDUSTRIAL CONTROL 
CONNECTORS 
(See Connectors) 
INDUSTRIAL CONTROL 
TRANSFORMERS ......... 875-876 
INFRARED TEMPERATURE 
PROBEGS............... 1390, 1422-1423 


IN-LINE COUPLERS............ 219 
INSERTION/EXTRACTION 
TOOLS 


(See Tools, Insertion/Extraction) 


INSPECTION LIGHT 
ATTACHMENTG................... 1289 


INSPECTION TOOLS........ 1435 


INSTALLATION TOOLS .....376 


INSTRUMENT 

ENCLOSURES 

BUDEsnen 1476-1478, 1485-1489, 
1495-1498 

HAMMOND........--sssssseee000 1482, 1492 

INSTRUMENTATION 

HANDLES 22 1278 


INSULATED TOOLSG........... 491, 


INSULATING 
TUBING.........0..0.0000. 619-620, 623 


INSULATION 
DISPLACEMENT 


CONNECTORS 

(See Connectors, IDC) 
INSULATION 
TESTERS ............0.0 1393, 1395 


[UU et ercnotooconconener tececectenens 1396-1397 


INSULATORS 
CMD ieee ceseestrssncccceecresseveeeeeeeeseees 1559 
Heat Sink 
AAVID THERMALLOY ............ 1559 


FISCHER ELEKTRONIK.......... 1567 
KEYSTONE ELECTRONICS 


IGOR irccrcssssssssssssssssersrecrsnees 1571 
WAKEFIELD 
SOLUWMONS vescssesstee 15¥1-15¢2 


INTERFACE MODULES 


Data Transmission ............. 1058-1059 

DESUDMIMGLUNOS srssscrssssesesresrersess 470 

[BIS sSchatteeconceore reer teepempsosppoon 85 469 

Nenninmeal Block Geren ee.neeceeeses 469 
INTERLOCK SWITCHES, 
SAFETY DOOR 


(See Switches, Safety Interlock/Door) 


INTRACONNECTORS 


(See Connectors) 
INTRASWITCHES 


(See Connectors) 


INVERTERS}. o in... 804 


I/O CONNECTORS 

(See Connectors, I/O) 

1/0 MODULE MOUNTING 
BOARDG...........0..:0 1164-1165 
1/O MODULES 


PCCCSSONOS te cereeeeccsscereeceseeess 1162 
AC/DC vierersessenessresesesssesssoees 1161-1162 
Analog 
GRAVEILEING ta 1162-1163 
ORT Oi22 7 ees 1163-1164 


TE CONNEC TIMI oe ecees 1165 
Digital 

GRAY FILL ING. sssssssessssscsccsces 1162 

OPN ee 1163-1164 


SCHNEIDER ELECTRIC......... 1160 


TE CONNECTIVITY .......-.ssssees 1165 
I/O RACKS AND 
ACCESSORIES 

GRAV IIIING Srcccesrscsrrersssteeeees 1162 
OPTO) 225 en ee 1164-1165 


IONIZED AIR BLOWERS 


DESC OMING er rcrrersccarcscnceseeeesnsey 1325 


SIMCO (AN ILLINOIS TOOL WORKS 
COMPANY) issstsescccesccres 1326-1327 
IONIZED AIR 

GUNS eee 1326-1327 
ISOLATION 
TRANSFORMERS 


(See Transformers, Isolation) 


MCM PRODUCTG............. 1578-1726 


J 


JACK SCREWS .... 264 


JACKS 


(See Connectors, Plugs/Jacks) 


JOYSTICKS ...... 1056 
JUMPERS 
£5) nfo) nt nl lnererepcesssrooscnanavennrnress ssn 156 


Terminal Block 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


JUMPERS (continued) 
Terminal Block (continued) 


SCHNEIDER ELECTRIC........... 440 
WIELAND ELECTRIC...........-.-- 447 
MCM PRODUCTGB............. 1578-1726 
KELVIN ieee 1411 
KELVIN CLIPS.....00.000... 1411 
KEYLOCK SWITCHES 


(See Switches, Keylock) 


KEYPADS 
GRAVIGIRIBING geememirenr 1057 
STORM INTERFACE........- 1057-1059, 
1070 
KNIVES 1246, 1249 
KNOB LOCKS... 1064 
KNOBS 
EHC (ELECTRONIC 
HARDWARE).....-ssssecsssssecees 1064-1066 
GRAVGIWIGING enn eens 1066 
KEYSTONE ELECTRONICS 
CORP eee earn ns 1068 
MULTIC ON sseeemnvererwer rH) 1068 
Oe NAIT et renereeree oreo err 1069 
TE CONNECTIVITY........02+: 1071-1072 
MCM PRODUCTS............ 1578-1726 
L 
LABEL DESIGN 
SORTWARE 2. 648, 653 
LABEL PRINTING 
SYSTEMS .................. 648-649, 653 


BRADY WORLDWIDE....647-648, 650 


PANDUNiercecerr cere 652-653 

THES GOININTEGAIINADR Arecccecececcercececeece G55 
LABELS 

ComponentilD cece 648-649 

BRADY WORLDWIDE......647-648, 

650-651 

PANT ccrccccncrccserceareurcect 653-654 

MEG ONNE GIN MING ecescccetceees 655 
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LABELS (continued) 


Laminated 
BRADY WORLDWIDE......647-648, 
650 
PAN li cfeceececrececceccoceccseecerrects 653 
TESCONNECTIMITN, <cccccsecccsesees 655 
RULE COON aera caccacnclecd 1296-1297 
SHAMIM MUI G eeeseesceeseserseceree-e 648-649 
BRADY WORLDWIDE............... 648 
NURI) ATLL Cap iene ere 652 
IPANDW lipcseccscescsscsrsssececescecerecs 654 
TE CONNECTIVITY.......... 635, 655 
MeniminaliBloGk ce eccccrecrcncscenrs 648-649 
BRADY WORLDWIDE........ 647-648 
EATIONS ccecsccecssccescsrescorsccscnccsteees 439 
PAINIDU lIhasercescczeveecetarce ccc 653-654 
WING 2 fas szuszsczscsizssssesevsnsesnesezacee 648-649 
BRADY WORLDWIDE......647-648, 
650-651 
NE ALS cscscsseszssevesseosssvocaacscecescects 652 
KROV IMG ccccecccrcecsccccscsccssrses 652 
ANID Ipasesee-cececcreeccecersecereresrs 653 
ME CONNEC Yercncneceres: 655 
LAMPS 
INGANCDESCONT ccs 1067 
inhi traytersccazecazsoescrescesecetess ecceeeee 1312 
LEDs 
(See LEDs) 
BERN ES saree ee ee cenceecences ccatcee 674-675 
LTO PISS secsccceccscccrsccescereccneces 675-676 
LAN INTERCONNECT 
PRODUCTS 
Adapters 
(See Adapters, LAN) 
Cable Testers and 
Accessories ............. 1229, 1407-1409 
FAL eee eeeeeereee 1228, 1407, 1409 
GREENLEE 
COMMUNICATIONS .............. 1229 
EAS MACOS cece, ceseesrcsse cece 1408 
WOUPICNS x. cscxcexcaxecererteereescrrerserecess 219 
PRCT ONS es eaarrseasena cn eececeeen 544 
Plugs/Jacks 
BRAD Ietacresersters rarer rar: 222 
[SOUS Ss Oe eee rere 22 


Plugs/Jacks (continued) 


LAN INTERCONNECT PRODUCTS 
(continued) 


TE CONNECTIVITY .....-sseeseessee 217 
Witellracers==-ee es 1408 
LGDS 2 eee 678, 1141 
LEAD ACCESSORIES ...... 1415 
LEADS! ies 1416, 1418 
LED ACCESSORIEG.......... 1184 
LED DISPLAYSG............ 1140-1141 


LED INDICATORS 


(See Indicators, LED) 


LED LIGHT BARG............... 1312 
LEDS 
Anrayiight) Bars irra csctesceesstes 677 
(BJU) ope perrererprrveereeeeetcenee 1060-1061 
Digital GOumteMy ccccczz-ccsccssccsssceee 671 
MlighiBrightimeSsirssccccccc:<cc.<nc 671, 674 
Lamp Replacement ...........::0+ 1312 
Paneliouimtiiec:cczseszseczessnecsses 674-675 
Sun ace IMOUIALE trcssccczcrtccsexcsesetexe 674 
ALA Elm [ell eeereracerecterecremree 672-673 
Wine zecesecsenerees tints mtrns Weuuenvecey 674 
LENS CAP6G................... 1068-1069 
LEVEL SENSORS 


(See Sensors, Liquid Level) 


LIGHT CURTAING............... 1186 
LIGHT METER.G................... 1432 
LIGHTING 
CIO AUG eee eee 1435 
(OF Tuil ola] gteprerereerererecrereer cere 1290 
Hand-Heldiomsccerrrert =. 1311, 1435 
HRSGSCt Oe ae 1311-1312 
InSPeCtioni: Meee 1289 
PANIED covesecrevciesseccstcestevvsvecesees 1289 
EXTECH INSTRUMENTS........ 1435 
INU). (0 ermeeareecrrercerececra ner ereh 1290 
Magiiivititses sees 1289-1290 
[eke] tal elle kaarmmnerreceeeeeecer rea 1311 
ESTING) Ni (ilinreeerreeetcreercentn 1289-1290 


JUM - LUG 


LIGHTING (continued) 


Wann tivviwwcccsssessseesee 1183, 1185 
iso) Soeerererncenernmen eeentensacsamiaananlane & 1289 
LD ssswnsnniwasssseerscsscssesssssrsays 1290 
MILWAUKEE TOOL................. 1311 
INTE UNG ccctccsnasnasnasxccass 1311-1312 
LIGHTNING 
PROTECTORS ..........0.... 859 
LIMIT SWITCH 
LEVERS )..22335 aie 1037 
LIMIT SWITCHES 
(See Switches, Limit) 
LINE 
CONDITIONERG............. 861-863 
LINE CORDS........0.... ee 550 


LINE DRIVERS/RECEIVERS 


ANALOG DEVICES ......c:scssessessesseees 46 
TEXAS INSTRUMENTS .........0-.+ 49-51 
LINE REACTORG........... 884-885 


LIQUID LEVEL SENSORS 


(See Sensors, Liquid Level) 


LITHIUM BATTERIES 


(See Batteries) 


LOAD CENTERS 

(See Circuit Breakers, Load Centers) 
LOCK ASSEMBLIES, 
D-SUB a ee 262 
LOCKOUT 
DEVICES ........... 1294-1295 
LOCKOUT/TAGOUT 
PRODUCTS.................. 1294-1295 


LOGIC DEVICES 


Advanced Low-Power 


SGINOUKY eee ceeerecereeereereeert 54-55 
(CN (O love rrreeceeeeetcecceececrcarsrsrrerrepe 52-55 
High-Speed CMOS........::cece 54-55 
THANISINONS Gosssssaccxccccxxaerseserseasseses 53 
LUGS 
GOMPKESSIOM i iiee cee cee see eee eee 498 
GROUMGIMOR sacicstcesccesceeeseeeseset 409, 435 
[ETS 2 | etc! Mereerers tee ter eecereereecne 498 


LUG - MOD 


LUGS (continued) 


isto] [ol=\qlalo Perrereerreeerece yyy yr TC 434, 499 
L-WRENCHEG...................... 1261 
MCM PRODUCTB............. 1578-1726 
MACHINE SCREW 

NUTS eee 1283 
MAGNETIC SENSORS 


(See Sensors) 


MAGNETS .......00 1103 
MAGNIFIERG................ 1289-1290 
MALE-TO-MALE CABLE 
ASSEMBLIES 


(See Cable Assemblies) 


MARKER BOOKS, WIRE & 


CABLE ne 654 
MARKER PRINTERS, WIRE 
& GABLE ron ee 648 
MARKER SHEETS, WIRE & 
CAB Er nee 654 
MARKER SOFTWARE, WIRE 
S&:\GABUE Warr ee 648 
MARKER TAGS, WIRE & 
CABLE i.e cesminaais 645, 648 
MARKER TAPE/ 
DISPENSERS, WIRE & 
CABLE 2a 648 
MARKERS, WIRE & 
CABLES ur iene 648, 654 
MASTIC PADG............. 1304-1305 
MATS! ee ene. 1323-1324 
MEDICAL-GRADE 
PRODUCTS 
Outlet Strips 
HAMMON Dizzee nrenrt ten: 851 
MULTICOMP..........scsseessssesesesees 850 
TRIPP SWINE csoccsessssrecsserestessseeees 857 
WIREMOUD times er: 851 
Receptacles .........ecceeeeeeee Silt 25) 
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MEGOHMMETERS (continued) 


LINE, cevosssensers cesnnsnacnecceece 1396-1397 

IEGGER co sssssntconennccennanae 1398-1399 
MEMORY DEVICES 

(See , Semiconductors) 
MERCURY DISPLACEMENT 
RELAYS 

(See Relays, Mercury Displacement) 
METERS 

CAD AGIAN OS ra saxanannananccrncent 1392-1393 

Carbon Monoxide Test .............. 1432 

Clamp-On 


(See Multimeters, Clamp-On) 


Current 
[ao] See 1381, 1434 
KEITHLEY INSTRUMENTS ..... 1347 
INEWIP@Rilfecccesscrerseerecees 1142-1143 
RED LION CONTROLS. .......... 1144 
SIMPSON ELECTRIC. 
IGOMIPAINNecescecsccreereree: 1128-1130 
LD fe fits ll eerercrererensrenarerererrererrrecee 1393 
FLU Ki eeccseccoeete scree 1380-1381 
RED LION 
IGONTROUES viccscsscceceeren: 1144-1145 
Electrostatic 
Locator 
ACHE STAMIGIDE friserceseees 1321 
DESC OPING Herren 1320 
SO Sir iinmuceccrv acess: 1322 
SIMCO (AN ILLINOIS TOOL 
WORKS COMPANY) ......... 1320 
[EIKO UT = gen erennnnererrerreercrrecerree 1147 
Hour 
GCROWZEM aiievareussssseissse 1130 
EATON Hse 1130, 1134-1135 
RONEN AMY SL ee rrrcerrreeeceececeert 1135 
REDINGTON COUNTERSG...... 1138 
SIMPSON ELECTRIC 
GOMPANY crcsseressares 1138-1139 
MQUCI ANGE ccccanuuececee te 1392 
POTOI STIG oecxccnncneusscerreece: 1425-1426 
Ohmmeters.........000 1393, 1396-1397 
Panel 
AtalOQ iii... saenntrieteee 1128-1129 


METERS (continued) 
Panel (continued) 


Digital 
EATON recssescesvereccresssepsrers 1131 
MURATA POWER 
S © WWMION S yeeeeeeeecceers 1141 
NEWPORT: ccs 1142-1143 
[LOWS Rereeceeeeceeecrereercromernrer 1400-1401 
Rate 
FEVAIRO|N erecececreecererrerrererrncoaenss 1131 
INEWROR IM precrceresrs 1142-1143 
OMRON INDUSTRIAL 
AUTOMATION ........eeseeeeeees 1131 
RED LION 
CONTROLG......... 1131-1132, 1144 
REDINGTON COUNTERG...... 1132 


VEEDER-ROOT/DYNAPAR.... 1139 


Tachometers ........:cccccceee 1108, 1131 
MIN GHIMTOMNCLS ES) ose eeeveeseesssscseee 1382 
FEUKE?. 1390, 1422-1423, 1426 
LASCAR ELECTRONICS ....... 1142 
OMRON INDUSTRIAL 
AUTOMATION ........ cece 1167 
Voltmeters 


(See Voltmeters) 


MICROCONTROLLER 
DEMONSTRATION BOARDS 
MICROCHIP! se-nyvrvneneen es 16 
TEXAS INSTRUMENTS ..........-++ 20-21 
MICROCONTROLLER 
DEVELOPMENT 

SYSTEMS eee ee 23 
MICROCONTROLLER 
DEVELOPMENT TOOLS.... 16, 

19 

MICROCONTROLLERS ...... 13 
MICROHMMETERS 

SINE NIG see ec tteres eee Ee eattoa 1393 
KEITHLEY INSTRUMENTB......... 1347 
MEGGER ....sscccsssseecsssseeceons 1394-1395 
MICROPHONEBG.................. 1308 
MICROPROCESSORS. ......... 12 
MICROSCOPE 
ACCESSORIEG.................... 1291 


MICROSCOPES. ......... 1290-1291 
MIL-C-5015 CIRCULAR 
CONNECTORS .......000......005 327 
MIRRORS .......00.. eee 1289 
MIXED SIGNAL 
OSCILLOSCOPES..... 1337-1338 
MODULAR CORDG............. 544 
MODULAR JACKS/PLUGS 
Accessories 
MULTICOMP eee 543 
TE CONNECTIVITY........... 216, 223 
dapicts ee 218, 223 
CalegonyiSrc see 216 
Category 5 
AMPHENOL 
IGE Xt eee eerecen treet 
TE CONNECTIVITY 
Category 5e 
AMPHENOL .....----s+eessesse00= 218-219 


L-COM CONNECTIVITY 


Category 6 
TAM PENH feces 218-219 
L-COM CONNECTIVITY 


PRODUGISS == ccceccn 218 
MOLEX sesscssstessossssvsessscsstacestcers 220 
SWIMGHICRA RA ircstcccsscccsseecss 220 
(Of0)N/2) CRE ee oe eee 223, 389 
LAN 
AMPHENOL .........e sees 218-219 
RAWETIE OMB eeeeeesncesecscccces 221 
PC Board 
AMPHENOL 
AMPHENOL COMMERCIAL 
PRODUWGISt ce: 217-219 
AMPHENOL FCl...........:00+ 218 
MOLEX wo eestccescsssssssevessescecs 199, 219 
TE CONNECTIVITY.......... 215, 223 
TelephOniey erence acer 216, 221 
Unshielded 
ANPBHENOL: wectecer 218-219 


PC Board (continued) 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


MODULAR JACKS/PLUGS 
(continued) 
EDAG ING seers eerie 217 
MECONNEC MVM ee ses 223 
MODULES 
COMMUNICATIONS oecceccecceescasccxcs 36-37 
EATON ss ssesnasennnne 1156-1157 
VO 


(See I/O Modules) 


Power Entry 
EATON ee crerrerrney 1156-1157 
SCHAFFNER...........csseesee0e 517-518 
SCHURTERG scien 517 
TE CONNECTIVITY ......csssesseeses 522 
MOISTURE 
METERS) 1425-1426 


MOLDED BREAKOUTS... 1419 


MOSFETS 


(See , Semiconductors, MOSFETs) 
MOTOR CONTROLLERS 


(See AC Drives) 


MOTOR STARTERS 


(See Contactors) 


MOTORS 
[ELGG es ae erererererrerrerrerre rr tity 1170 
SIO PDCh sar ccneaceee eceseeaeees 1170-1171 
LIN ENGINEERING ................ 1173 
SANYO DENKI.............. 1173-1175 


MOUNTING HARDWARE 


Rails 
Po OIE sre eae 1518 
WEIDMULLER INC............ 445-446 
MOUNTING TRACKS, 
RELAY ees corer eaee ras 432 
MULTIMETERS 
WAMAIOG i nea ccccscecere senate! 1389-1390 
Benchtop 
B&K PRECISION............ cee 1345 
[SL sl Sie eprere Crerrrretrerreerr rs 1345 


KEITHLEY INSTRUMENTS... 1346 


KEYSIGHT 
TECHNOLOGIES .......... 1348-1349 
UE SIRLOIN) Grercecceccrercorececcecten 1349 


Benchtop (continued) 
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MULTIMETERS (continued) 


TENA Seicieecesssscsrsssssnecseecetecen 1349 
Cable Assemblies............... 1387-1388 
Clamp-On 

EMG irae cscszcsssvssvsvevcctcaseeceveezs 1379 

AMPROBE INSTRUMENT ..... 1379 


BUIRISMSMEMSiscs-ccccrrcecercess 1380 
KEYSIGHT TECHNOLOGIES. 1381 


Digitales. 1382-1384, 1386-1387, 


1393, 1407, 1416 


AMPROBE 
INSTIRUMENTicc ss ccccncse 1381-1382 
B&kGPRECISION 2 wcscenees 1345, 


... 1345, 1377, 1380, 
1383-1387, 1390, 1397, 
1428-1429, 1432-1434 


KEITHLEY 

INSTRUMENTS............ 1346-1347, 
1358 

KEYSIGHT 

TECHNOLOGIES ......... 1348-1349, 


1378, 1381, 1387-1388, 1393 


TERTROWN Ko cesecceosesnrnreess 1349 
TENMA......1349, 1381, 1388-1389 
Kits/Assortments .....1384, 1386-1387 
PURE o scxsexccrsccecssecscerses 1385-1387 
KEYSIGHT 
TECHNOLOGIES 2. 2eccenre 1388 
Test Lead Ss .ccccccssecsssessssserserserscese 1387 
FLIRISYSTEMS......ccccceccecceccers 1380 
KEYSIGHT 
TECHINOUGHGIES =e cece 1388 
Wate nnnoOlicsceccescesres-cesceeeceeteee 1385 
Wireless Remote Display............ 1384 
MULTIPLE DENSITY 
PEUGS orci 304-305 
MULTIPLE DENSITY 
SOCKETS 
(2) 6 eee 304-305 
TE CON NEG HINIMIY cree cers cereerecrece 244 
MULTIPLEXERG.................. 1359 
MULTIPURPOSE 
TOQUE ire aiae se seeccccesiser 1255 


MULTISTATION SWITCHES 


(See Switches, Multistation) 


MCM PRODUCTS............. 1578-1726 


N CONNECTORS 


(See Connectors) 


NANO CONTROLLERS ... 1158 


NEMA ENCLOSURE 
ACCESSORIESG.......... 1456, 1471 
NEMA ENCLOSURES 
Fe Re USTED Saas NL thee ONS 1466 
Nonmetallic: 1466-1467 
Panels ene 1448, 1451-1452 
Wall MOunt.......sc:sessessesseeees 1466-1467 
NETWORK 
ANALYZERS... 1403 
NETWORK TESTERS ...... 1228, 
1407-1408 
NUTS 22 eee, 1070 
MCM PRODUCTG............. 1578-1726 
OHMMETERG.............. 1394-1395 
OPERATOR 
INTERFACES ............... 1148-1149 
OPTOELECTRONICS 
Encodets2 ns, 1178 
LEDs 
(See LEDs) 


LEDs & Accessories 


LED MOICATORS :eczcrrecanase 1185-1186 

Panel-Mount 

ICI CALGES ncesccccccssncsssncees 1152-1154 
Motion Control ICs... 1178 
Optical Switches... 679-680 
PROLOGIODES ccccosssassacecesnvcrecrecvonne 679 
Photomicrosensors 


(See Switches, Optical) 
Sensors 


(See Sensors) 


MOD - OUT 


OPTOELECTRONICS (continued) 


SWITCH GS a ctcusccssccsseessscsesevereverecssesss 679 
Mransimittorsprcr eres 682 
OSCILLATORS...................... ll 
OSCILLOSCOPE PROBE 
KITS cess 1378, 1419 
OSCILLOSCOPE 

PROBES .........:::ccccc00: 1341, 1378 
OSCILLOSCOPES 

Digital 

Hand-Held... 1377-1378 


Mixed Signal 


KEYSIGHT 
TECHNOLOGIES...... 1339-1340 
TMEUIRCIN D Greccercrecers 1336-1338 
Storage 
B&K PRECISION ............. 1341 
GW) INSTR .....ccccsce 1341-1342 
KEYSIGHT 
TECHNOLOGIES ircccccssoss 1340 
ROHDE & 
DS OHIWARZY icescsusen 1340-1341 
MEKMRONIKG sees 1336, 1338 
TENMIA ii ssncessasessesvares 1342-1343 
MEKURONIK eeeeesreereeseeeeese 1336 
[PAGE] ICE=(c lermrererreceeecreceecrsa 1343-1345 
SCOPOMPCLCNS ic. cccscecececsercasrvasenssecs 1377 
OTDR NETWORK 
TESTERS 1408 
OUTLET STRIPS 
Computer-Grade........cccccee 856 


General-Purpose 


HAMMOND................ 851-854, 856 

MULTICOMP vrscccscsscacxscxacxansssses 850 

Untele WI Scere 852, 858 
Industrial 

TIRIPR) WUE eeeeeeeseaeecereceeees 852-853 

WIREMOUD ereeerssccresee 851, 853 


HAMMOND 6 sscccsresescecesrecossossoses 851 

MULT ICOM IP racic sessscascssccssszsse0s 850 

ULB RY Neer eececccosss sone season 857 

TURNS 10] DED ssa reer 851 
Rack Mount 

BU Dirrrinencee 851, 854 


OUT - POT 


OUTLET STRIPS (continued) 
Rack Mount (continued) 


HAMMOND...........ccee 852, 854 
FIOPFIVIAIN cccccrcansnsantecsesnrnennes alten es 
MULTICOMP weccsccssessessesss 850, 854 
TRIPP LE. 853-855, 858 
WIREMOLD............... 853, 855, 859 
OUTLETS 
DIN ail MOUINt S22 a ccceecccesoxscesest: 470 
Power 
MULTICOMIP vcsccsssssssssaacvecveces 547 
500) aM IS aia ee aeeerrerrecre eee 514 
WEIDMULLER ING. wiccciccccsccnccnse 470 
MCM PRODUCTS............. 1578-1726 
Pp 
PADDLE SWITCHES 


(See Switches, Paddle) 
PAGING PRODUCTS 


(See Audio Equipment) 
PANEL INSTRUMENTATION, 


DIGITAL iiieenas 1108, 1140 
PANEL METERS 

IACCOSSONGS |. ciisilecccicccscces 1141, 1143 
PANO QE ccc cnccecdcnncncne 1129-1130, 1147 
Bezels 


LASCAR ELECTRONICS ....... 1141 
SIMPSON ELECTRIC 


COMPANY sscccsscrsccccsacaaan 1129-1130 
Guin Mticc ccecewereereeeexesceescasec recuse’ 1147 
Digital 


EXTECH INSTRUMENTS... 1108 
LASCAR 


EEECTIRONICS ieee... 1141-1142 
MURATA POWER 

tS 1@] OUI TON Sieresererercerere 1140-1141 
INEWIRORRMsnccssstaravars 1108-1111, 


1142-1144, 1166-1167 
OMRON INDUSTRIAL 


AWM @ IMATION orerecsssesccsesee-are 1167 
RED LION CONTROLS........... 1144 
SIMPSON ELECTRIC. 

IONIAN Veteecaaaccasaiest 1145-1147 


Digital Microprocessor 


(Glo nigel \ Gteceascrrnntereerreerreerttnr Tat 1145 
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PANEL METERS (continued) 
Digital PID Controllers ................ 1167 
Hour 
LASCAR ELECTRONICS ....... 1142 
REDINGTON COUNTERS...... 1132 
VEEDER-ROOT/DYNAPAR.... 1139 


Microammeters...........0 1129-1130 
IMIGHOITIOLONS .cnancnnscccccccence 1128-1129 
Milliammeters...........0.000 1128-1130 
Millivoltmeters........cccccuseeees 1145 
PUB GC OMUONGIS oo ceccnecxcexerxotsiins 1167 
POWUOI es ceccees ccsccrertenermnassassas 1147 


Process Controllers/Indicators 
NEWPORT: sees: 1108-1111, 
1142-1144, 1166-1167 
RED LION CONTROLS........... 1144 
SIMPSON ELECTRIC. 


IGOMIPANN gars icrnarcnatrerascsrase 1145 
[RESNS eeeecerecrnsnnencrnspnceereenoccreccereets 1144 
REDINGTON COUNTERS .......... 1132 
SMUMES seen etatatiscatieass 1140-1141 
M@MPONatU es scccsccvvevvvsevsseesccescests 1144 
IMOITMOLORS warn seasuarstess 1128-1129 

PANEL MOUNT 
CONNECTORS 
(See Connectors) 
PANEL MOUNT 
INDICATORS 


(See Indicators) 


PANES adiccscecccccssssescerrics 1504 
PANEL-TO-PANEL 
CONNECTORS 


(See Connectors) 


PARALLEL SPLICEGS........... 489 


PATCH CORD KITS............ 1416 


PATCH CORDS 


Banana Plug/Jack.............. 1417-1418 
[21 Sa eee eer porpemreclenrecioan emer 540-541 
Category 5e 

AIM CAMBRIDGE ...............02. 544 

BULGIN 

COMPONENTS... cssisnnnssnns 230-231 


PATCH CORDS (continued) 
Category 5e (continued) 


L-COM CONNECTIVITY 


PRODUCTS tres escssccesecernecs 544 
MUSIC OM Pe errrcrarrrerrerrs 543 
PANDU IM wrsstitasscceseccesesrencererenss 544 
Category 6 
AIM CAMBRIDGE ..............0 544 
FAMIPEIEIN@ LE aicecrcceornsrscsceseseraees 545 
PROGUCE MOOK co ccceecvecvecveess 543 
Fiber Options: eee 542 
LAIN vcccsessapeatessstapestasrssssvsreeeseseeses 544 
TWOSU Clip ivicsticiecesscccseseernercees 1417 
POMONA orecssesetietesiaiestassstesss 1418 
TIENMA eeiccccveasssrssesssssasessseress 1416 
PC BOARD 
ACCESSORIEG.................... 1276 


PC BOARD RELAYS 


(See Relays, PC Board) 


PC BOARDS 
(See Prototyping Boards) 
PELTIER COOLERS .......... 1569 


PHASE MONITORS... 928, 1402 
PHOTOELECTRIC 
SENSORS 


(See Switches, Optical) 


PHOTOMICROSENSORS 
Nonamplified 
(See Switches, Optical) 
PIEZOELECTRIC 


TRANSDUCERS .............. 112-113 


PILOT LIGHTS 
(See Switches, Pilot Lights) 


PIN AND SOCKET 
CONNECTORS 


(See Connectors) 


PIN HEADERS 


(See Headers) 
P.I.N. PAD..........00..0 1058, 1070 


PINCER-TYPE............. 1411-1412 


PLASTIC ENCLOSURES 


(See Enclosures) 


PLCC SOCKETS 
(See Sockets) 

PCS ears 1160 

PLIERS........0..00000 1243-1244 
DURATOO lee eee 1225 
EREM asst 1246 


JONARD INDUSTRIES ..... 1226, 1244 


KEIN TOOLS erssssssssees 1226, 1244 
KINIDEXGreerenccsts 1226, 1241-1242 
MILWAUKEE TOOL ........sseeeee000 1226 
Ag) eter 1233-1234, 1248 
XGEIE. ncssstessee 1245 
PLUGS/JACKS 


(See Connectors) 


PLUNGER-TYPE................. 1412 
POCKET-SIZE DIGITAL 
MULTIMETERG.................... 1389 
PORTABLE 
CORDAGE............0......0 556-557 
POSITION SENSORS 


(See Sensors) 


POST SHUNTS 


(See Connectors) 


POTENTIOMETERS 
OE AGEs Bet ceee ts x rresceneeereercnedecceseees 103 
Conductive Plastic...........0.. 101-102 
DialssiCountingueesc cts 104 
Dials, Digital Readout ................ 104 
TEI SIALS Itrccrercerrcecmerocpacsa ee ssea ae osa on 102 
KNOB OES. ..:c.cecesevseccsstessseasecs 103-104 
NA GHEUIM i cscssccsccscxsccsssssesseveeres 102-103 
atte eee ere 103 
PYOGISIOM nxxccxcexceaceacesssesssssassct 102-103 
SUG NS WUININ cc vcesectececwssesstrscsseeseeseese 103 
Trimmers, Cermet...............025 105-106 
MNUUQW OUI ose scassnevrsscs caer 102-103 
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POWER MODULES, 
SEMICONDUCTORS 


(See , Semiconductors) 


POWER PRODUCTS 


Conditioners 


NEWPORT precnccemeee= 1176-1177 
SOLA/HEVI-DUTY............. 861-863 
Connectors 
CAN TRTR TENT @ | ee eecercecececreceerececcecee 333 
ANDERSON POWER PRODUCTS 
306-308 
MOUEX Huai ecreereeceseres 174, 293 
MUSIC ONIPeirrrerrerers 385, 512 
QWALTIEKereeeieescces 515-516 
SWITCHCRAFT.... 391-392 
TE CONNECTIVITY 
TE CONNECTIVITY / 
(ANIP ees se isusesccusteseescsss 279-280 
TE CONNECTIVITY / 
CORCOMM irri: 512, 516 
THOMAS & BETTS............ 531-532 
Converters 
AC-to-DC 


CARLO GAVAZZI INC...787-788 


RECOM POWER.......... 806-808 


TDK-LAMBDA AMERICAS, 

ING rmccaes peacicestiseteaseerens 811, 815 

XP POWER...794, 797-799, 821 
DC -tocDG tar iiiicniritrces 762 


Cords, Extension 


COLEMAN CABLE, INC........... 551 
QUANT Gr cncccceanntrretmcras 1558 
NAGS Gl | Chcereecereeceeeereceereceenncen 550 


Entry Modules 
SCHAFFNER.....517-518, 521, 523 
SCHURMER Gece 514-519, 524 
TE CONNECTIVITY ...517, 520-523 

LLL Se oes aan te ec eeceececrc re resre Fake 862 


Inlet Modules 


MUWIETICONP esos. 512, 547 
QUALTEK 515-516, 547 
SCHURMER teri 511-515, 521 
TE CONNEC TINIDY wccccinccoreeecee 522 
NVOUEXUING: «os sescsssrisseses 512-513 
WAV OTE ONS sc cxcexsrverrvrvonenscascascoctcxexcexe 804 
IWInny ovat Cxolne Clpcececececcecccceceeccarreceren 551 
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POWER PRODUCTS (continued) 
Meters 
(See Meters, Power) 


Outlet Strips 
(See Outlet Strips) 


Outlets, DIN Rail Mount........ AnOwine 


Power Modules 


CROUZEM wr rcceacrrrrntcert fetta 940 
SCI RTI Receececcececcecearesscsetosas 517 
TE CONNECTIVITY ........0 see 522 


Receptacles 


MUWENIC OME cercere. 512, 547 
QUWAITIEK veces: 513, 515-516, 547 
SCHURIER Gececccccsc-ee 511-615, 621 
SWITCHCRAFT.... Oot 
TE CONNECTIVITY 
TE CONNECTIVITY / 
PAN BAe eeerre re rrcccereeces 279-280 
TE CONNECTIVITY / 
CORCOM 
SOURCES icccceceecsecsacxzvieciecizssscsscsseseds 804 
Supplies 
INGA GPIB Grecrecernenern a 1370 


ARTESYN EMBEDDED 
TECHNOLOGIES... 804-806 


KEYSIGHT 
TECHNOLOGIES......1368-1371 
MURATA POWER 

SOUWMIONS rrccsccecscseccesesecaes 806 
OMRON INDUSTRIAL 
AUTOMATION .........ccsscssees 785 


TDK-LAMBDA AMERICAS, 

WING eczeee 779-780, 802, 810-815 

WRACOPOWER sccccetescesssce2 816 

TRIAD MAGNETICS ....800-801, 
816-817 

WAGO CORPORATION....... 788 

XP POWER... 781-782, 818-825 

Compact 

OMRON INDUSTRIAL 

AUTOMATION .........e:eeeees 785 

TDK-LAMBDA AMERICAS, 

ING siececeececceceressszes 802, 813-814 

TRACOPOWER 

XP POWER... 797-798, 819-822 


Oil) 


POWER PRODUCTS (continued) 
Supplies (continued) 


DC 
AIM-TTI 
INSTRUMENTS. ........ 1363-1364 
B&K PRECISION ............... 1364 
KEITHLEY INSTRUMENTS 1367 
KEYSIGHT 
TECHNOLOGIES..... 1349, 1371 
SCHNEIDER 
EWE CTR Ce erenccrscscssrsers 785-786 


SOLA/HEVI-DUTY......... 803-804 
TDK-LAMBDA AMERICAS, 


ING 2 eeisreecscecceetereresoeiseoyes 815 

TET TIRCOINI cecenecneeens 1372-1373 

TEN MAGS ircrrrcreneccorsrces 1373 
Desktop 

ARTESYN EMBEDDED 

TECHNOLOGIES Seeeer eee 803 

TDK-LAMBDA AMERICAS, 

ING ene ert 802 

XEIPOWERM ares 797-798 
[Df] ll eecerercererenceeterroccceerecreer 1371 
DIN Rail Mount 

IDE Gee esreecssiierss 783-784 

OMRON INDUSTRIAL 

AWMOMATION :.c-ccesccseseecxs0s= 785 


SOLA/HEVI-DUTV........ TIO-11 6, 
832-833 

TDK-LAMBDA AMERICAS, 

(NIC recccreernnarenrererccacs 778-780 

TIRACOPOWERS ss scceecsessss 783 

WAGO CORPORATION....... 788 


WEIDMULLER INC.............. 786 

KPIPOWER Eo ccsrawevrieves 781 
DUial-@ ut pute ccececcceececeereeeressac 816 
External 

ARTESYN EMBEDDED 

MECHNOEOGIES Wececcete 803 

TDK-LAMBDA AMERICAS, 

ING scecccczesevvvsvesvesssvscotsneosnaass 802 

TRIAD MAGNETICS .....800-801 

XPIPOWER Mens: 796-798 
ane witedivcse.ccccceccreeevece 832, 863 
Line Conditioners.......... 1176-1177 
KIN Saree enone 777, 803-804 


Medical-Grade 
ARTESYN EMBEDDED 
TECHNOLOGIEG......... 803, 805 


POW - POW 


POWER PRODUCTS (continued) 


Supplies (continued) 
Medical-Grade (continued) 


DRO UNTER genera coscos 797-798 
Mini Computer-Regulators....... 863 
Plug-In Transformers......... 880-881 


PAC IIMOUIVE cece ree Taal 
Standby 
SOLA/HEVI-DUTY .........0. 833 
PP PAO METS perereresssosacs 823, 825 
Switchers 


ARTESYN EMBEDDED 
TECHNOLOGIEG........... 805-806 
TRIAD MAGNETICS .....816-817 


Switching 

ARTESYN EMBEDDED 

TEC RINGR OG IE Soo ces cece 804 
B&K PRECISION .............. 1364 
RUIN TE eee cece ee 1367 
IDEGieeieesscseeeenr 784 
MURATA POWER 

BOUWUTION Stacia cxasssmsenssnornrra 806 
OMRON INDUSTRIAL 
AUTOMATION ............. 784-785 
SOLA/HEVI-DUTY .........:00 815 


TDK-LAMBDA AMERICAS, 
ING Seis: 779-780, 791, 811-815 


TIRACOPOWERDG .-.ccscccesccs-0 816 
WAGO CORPORATION....... 788 
WEIDMULLER INC 
PIROWER Gs sss 781, 818-825 


- 186 


Triple-Output 
ARTESYN EMBEDDED 
TECHNOLOGIEG.......... 805-806 


NRACOPOWERG 816 
TRIPP ME a scecereeernnses 832 
Universal 


ARTESYN EMBEDDED 
TECHNOLOGIEG.......... 805-806 
TDK-LAMBDA AMERICAS, 


ING iinet tines scversrverernenteeesers sores 814 
TRAC OPOWERiressesseccs 816 
UPS 
EATON rsesseseesvsesseereneeres 829-830 
SOLA/HEVI-DUTY......... 832-833 
TRIP RAE eee 830, 832 
Supply Cords 
(Glolqq WiC eerrerreereeteessersse spas S5il 


POW - REL 


POWER PRODUCTS (continued) 
Supplies (continued) 


North American..........0:0+ 546-547 


SING feet eernaarrasereerrertteerer Ne 805 


POWER SUPPLIES 

(See Power Products, Supplies) 
PRESSURE SENSORS 

(See Sensors) 

PRINTED CIRCUIT BOARD 
ACCESSORIES 


(See PC Board Accessories) 


PROBES 
Kits/Assortments .............. 1344, 1419 
[DUI] cs See Renny seernrrererrre nae, 1349 
Oscilloscope terete 1419 
BSi- PRECISION scccssascaccnccnacs 1341 
PICO TECHNOLOGY 
DIMMED eee ees creneceeteeeccacss 1344 
Temperature 
WK reeeeecesereeeerees 1422-1423 
NEWPORM 2 sens itt 
MEKMRON XG ea eeeccreeceeencess 1349 
MES erececcceececeseeresweees 1412, 1416, 1419 
AMPROBE INSTRUMENT ..... 1391 
POMONAWiescersseess 1416, 1418 
Product Index... 1254-1255 
SCE EL NR, Pe crerrenercnernernerennren 1255 
MMETMOCOUPIOL ncesecceesseeee ees 1426 
PROCESS CONTROLLERS 


(See Controllers, Process) 


PROCESS CONTROLLERS/ 


INDICATORS..............:.06 1110 
PROCESS 
INDICATORG............... 1109-1111, 
1142-1144, 1166-1167 
PROGRAMMABLE 
DEVICES 15 
PROGRAMMERS, 
ADAPTERS. .................04 omisen 
PROGRAMMERS, 
EPROM)... eee 1360-1361 
PROGRAMMERS, 
GANGE eens 15, 1361 


Product Index 


PROGRAMMERS, 
MICROCONTROLLERS .. 1361 
FSTNE: [eemens eee nannnaae tee eee 23 
[DYE ceceeceeeeesassceeieeececorece 14 
MICROCHIP we meee 15 
PROGRAMMERS, 
UNIVERSAL.................. 1360-1361 
BATAN AN eee ener 14 
MICROCHIP Ss c7 en rare 15 
PROTECTIVE 
BUMPERS..........::0c05css: 1277 
PROTECTIVE CLOTHING 
(See Safety Wear) 
PROTOTYPING 
BOARDS :2iicesueaeeeae 703 
PROXIMITY SENSORS 


(See Sensors, Proximity) 


PTC RESETTABLE FUSES 


BOWRNSIING seers 692-694 
EMME FUSE ecccecsssscscsvsssrssstsessoes 694 
IUIETICOMP Sivccrrcrrseerertessenrcteres 695 
TE CONNECTIVITY........c0-0000+ 695-698 
PULSE GENERATORS..... 1351 


PUNCH DOWN TOOLS ..1141, 


1266 


PUNCHES jicconseeess: 1257 
PUSHBUTTON SWITCHES 


(See Switches, Pushbutton) 


MCM PRODUCTS ............ 1578-1726 
QUICK-DISCONNECT 
TERMINALS 

MOLEM aaa oes 492-493 

MUIMICOMP Ne eee: 475-477 

MCM PRODUCTS ............ 1578-1726 
RACEWAY PRODUCTS 

Cable sie a ae ee 641 


RACEWAY PRODUCTS (continued) 
Corner and Straight Cover 
[G's glal2\6: (6) pslenseesee rene coeree re erereararee 641 


Covers 
MULTICOMP. 
[a (0) Uf [eameemeseaeeeas a esis aaee 


VUNCHONIBOXCS iicereecreeereseeseee eee 639 


RACEWAYS 


PAIN DDW lilistrracsrssssrsessrcensteecerees 


WIREMOLD 
RACK AND PANEL 
CONNECTORS 

(See Connectors, Rack and Panel) 
RACK MOUNT OUTLET 
STRIPS 

HAMMOND) wissssnscsscesreccccrsrrscesxvscss 854 


FOREMAN feeeentrver esse 


WIREMOLD 
RACK MOUNT SURGE 
SUPPRESSORS .................... 863 
RACKS 


Accessories 


RACKS (continued) 


FIAMIMONDiceerscerscesces 1506-1507 
Telecommunications......... 1501, 1505 
RACKS, ACCESSORIES 


(See Cabinet Rack Accessories) 


RATCHETG................... 1243, 1257 


RATEMETERS 


(See Meters, Ratemeters) 


REACTORS. 0... 880 
RECEIVERS,, 
SEMICONDUCTORS .......48-50 
RECEPTACLES 
Board-to-Board ............. 138, 175-176 
Electrical 
(See Wiring) 
PC Board 
[Gy YG Nas snsaasbans sasssns sisting gat 173 
MULTICOMP...........--- 138, 175-176 
OUR eineeee rst 513 
POW) sscsscss: sarc ensnensrererre 513 
Rote Wseeper secs copcenrenrsy oer 401 
LURE eed esas be aaa nlaaiaeeseneass ns 525-526 
Wire-10-BOald ...sscsscssssssssserermrnrnes 173 


[FU AIIM IOINT OD eepecececcecenenrcorserass aroule) 

SOHROR Ri rcce nen 1518 
Cabinet 

BUDE 1495, 1498-1501, 1505 

HAMMOND.......... 1507-1508, 1511 

FIORE MAN ercrrsrerercerseeeseeees 1515 
[Ss Ta UBeeereereereneeert rn er rrerneererrtere 1521 
Mounting 

GRAY GIS ING sersrecesreeesre esses 1162 

HAMMOND 

TDK-LAMBDA AMERICAS, 

ING scictesstsersraessrssesranecresvcrssssees 791 
(Ofoyernel rig laql=Yerrceecperececeeereeessersccre 1501 
Relay 

BUD! wesstursiierssserssserereesreerscests 1501 

BINDER Ree err essere 896 

HAMMOND .....0.. eee 1506 
Tabletop 

E1U]B eerereerererreeceectceet cerns rere 1501 


Tabletop (continued) 


RECORDERS ............00..0... 1427 


RECTIFIERS 


(See , Semiconductors, Rectifiers) 
REED RELAYS 
(See Relays, Reed) 


REED SWITCHES 


(See Switches, Reed) 


REFRIGERANTS 

MUITICOMP, cssssesssscressssssecsssss 1274 
MECHISBRAYE es cntccs 1275-1276 
RELAYS, ACCESSORIES 


(See Relays, Sockets) 


RELAYS, AUTOMOTIVE 
DUBAKOOIER eee nen 925-926 
IMO PRECISION CONTROLS ...... 926 


MUBETIC OMI Stewsececccscsecscnrertsectesey 926 
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RELAYS, AUTOMOTIVE (continued) 


NTE ING teen ners 899-900, 926 

OMRON ELECTRONIC 

COMPONENTS.......eccccsssseeeeeeesees 926 

PANASONIC sere enna 909 
TE CONNECTIVITY.......ee---000 926-927 
RELAYS, AUXILIARY 
CONTACTS 


SCHNEIDER(ELECTRIG c..cccccc:.2. 957 


SQUARE D BY SCHNEIDER 


ELECTRIC! emma 958 
RELAYS, CONTACTORS 


(See Contactors) 


RELAYS, CONTROL 
CROU ZEN eecccem nn enres 929 
EATON eserrrma 895, 954-955 
NEG vrs seersresppesctrnssuanviteiies 1157 


SPACE AGE ELECTRONICS......... 930 


RELAYS, CURRENT 
CONTROL 
CARLO GAVAZZI INC. .......: eee 929 
CROWZEIErrerrrrcceirierere ree 927 
MACROMATIC.........:ceceeeceeee 927-928 
RELAYS, DIN MOUNT 
CROWZEIE rrr eerie 942 
EATON oie cerceerenacsneeriecscecrsreers 895 
TAN | D ls as perreere renee rCreererreecreceeeereen 895 
Product Indexes sccec- cess 944, 948 
SCHNEIDER ELECTRIC............... 911 
WAGO CORPORATION...........0++ 924 
WEIDMULUER ING iercccrcatecssrsss: 924 


RELAYS, DRY REED 


(See Relays, Reed, Dry) 


RELAYS, FLANGE MOUNT 
(See Relays, General-Purpose) 
RELAYS, 
FLASHERG.................... 1177-1178 
RELAYS, GENERAL- 
PURPOSE/INDUSTRIAL... 914 


DU RAK © eerie aati astra, 925 
RELAYS, GENERAL-PURPOSE/ 
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INDUSTRIAL (continued) 


IMO PRECISION 


(CONTIROUS Riercrscsscucsecanenceres 898-899 
IMMIETIC OMB ree rcaccecsscresecacresseressn 899 
INTIS UING Seeeecreearcerececeercseceenca 899-901 


OMRON ELECTRONIC. 
COMPONENTS Siecccsecessecscsars 903, 906 
OMRON INDUSTRIAL AUTOMATION 
904-907 
PANASON|C peers: sae 908 


SCHNEIDER ELECTRIC ........ 909-913 


STRUTHERS-DUNN.............. 913-914 
TE CONNECTIVITY 
TE CONNECTIVITY / OEG........ 922 
TE CONNECTIVITY / POTTER & 
BRUMFIELD...... 915-921, 923-924 
TE CONNECTIVITY / 
SCMBAG Kees sececcscccceerse 9157921 
WAGO CORPORATION .........0::0065 924 


RELAYS, HEAT SINKS..... 1568 


RELAYS, HOLD-DOWN 
SPRINGS..........0.0.0.0.0 899-900 


RELAYS, ISOLATION.......... 934 
RELAYS, MERCURY 


DISPLACEMENT................... 952 
RELAYS, MOSFET .......935, 952 
INFINEON TECHNOLOGIES ........ 934 
OMRON ELECTRONIC 

SOMPONENI Sires seeee ccc 935 
ARIAS ONIC forsee eee rere 936 


RELAYS, OVERLOAD ......... 955 


RELAYS, PANEL-MOUNT 
(See Relays, General Purpose) 
RELAYS, PC BOARD, 
SURFACE MOUNT 


INFINEON TECHNOLOGIES ........ 934 
OMRON STI (OMRON SCIENTIFIC 
TECHNOLOGIES, INC.)......... 940-941 


PANASONIC trareccccacscetmrcerttscrttsen 936 


RELAYS, PC BOARD, SURFACE 


MOUNT (continued) 

TE CONNECTIVITY... 924, 932 
RELAYS, PC BOARD, THRU- 
LO] ieee ere rer cee 903, 941 

FINDER re er 896 


IMO PRECISION 
(CONMROMS sererescececesrsrereeenee: 898-899 


INFINEON TECHNOLOGIES ........ 934 


MULTICOM Paci vaauiaiistscansecan 899 
INTIEMING ceeverecesarsartsarsinieteretcran 900 
OMRON ELECTRONIC 


COMPONENTS...... 901-905, 930-931 


PANASONIC .......... 907-909, 931, 936 
Productindexccscccccssscaccesces: 948-949 
TE CONNECTIVITY 
TE CONNECTIVITY / 
AKI COM esies ceccceccescasscoverssts 932-934 
TE CONNECTIVITY / 
OE Gircrcrtecentestreccsvecncescercees 921-922 
TE CONNECTIVITY / POTTER & 
BRUMPIELD......... S167 910-919) 
922-923 
TE CONNECTIVITY / 


SCHRACK......... 914, 921, 923-924 


WAGO CORPORATION .......-::s0+0+ 924 
RELAYS, PHASE 
MONITORING.................. 928-929 


RELAYS, PLUG-IN 


(See Relays, General-Purpose) 


RELAYS, 
PROGRAMMABLE............... 915 
EATONG eee eee, 1156 
[DEC Seer ete 1157 
NTE ING. ...-ssssessecseeseccseessssseees 899-900 
RELAYS, RACK 
SHELVES.............. 1507, 1511-1512 


RELAYS, REED, DRY 
COTO TECHNOLOGYV........... 936-937 
HAMUAN | ccsccssssascccrssertecrenseessesseersns 939 


SCHNEIDER ELECTRIC ........ 939-940 


TE CONNECTIVINi es 940 
RELAYS, SAFETY 
CONTROL .........0.00.000... 940, 1187 


REL - REL 


RELAYS, SAFETY, PC 
BOARD 2222S 940-941 


RELAYS, SIGNAL.......... 930, 933 
RELAYS, SMART ...... 1157, 1159 


RELAYS, SOCKETS..... 907, 915 
DWRAKG@ OL: icrsrersrcsrsrrersrssts 925-926 
ID EGE eererr eee 896-897 
OMRON INDUSTRIAL 
AUTOMATION.........:::eeeeees 904-905 
Proce MAGX issscsssscissecscceecne 948-949 


SCHNEIDER ELECTRIC ........ 910-913 


STRUMAERS-DUNN rc. 913-914 
TE CONNECTIVITY 
TE CONNECTIVITY / 
IBUGIAINAIN iirccrscssrorecesnecsensresss 432 
TE CONNECTIVITY / POTTER & 
BRUMBIEED rer... 916°921,.1189; 
1149-1150 
TE CONNECTIVITY / 
SI Cla] icecnenecnennrdsererierernesossy 915 


RELAYS, SOLID-STATE ..... 952 


AMPROBE INSTRUMENT............. 940 
CARLO GAVAZZI INC...........+ 941-942 
CROUZEM crerssiinistcsesrs 942, 1134 
IDEG ceric rertattarscesescessserseeriscsress: 949 


INFINEON TECHNOLOGIES ........ 934 


INTIS Seersacstsarssccnsreessscenenaers 899-900 


OMRON INDUSTRIAL 


AWMOMATION evseraieteresseeete: 950 
OR TIO 22 vvvssvsessvsessncevsssnereceorecoussse 950 
PROGUCE INA GX icccceeeee ener 942-949 
SCHNEIDER ELECTRIG nccccc.c:005 950 
TE CONNEC TIMI Y sss ereerees 951-952 
AVAISTE UN Aecrereerercerreceteeetttcosermrnrr nab 936 


RELAYS, SURFACE MOUNT 
(See Relays, PC Board, Surface 


Mount) 


RELAYS, TIME-DELAY ......915 


AMPERIMEiecrrssccssmenseerecenore aly, 
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REL - SEM 


RELAYS, TIME-DELAY (continued) 


(CTR OIUP AS ecronocenensonceccneeecreneee 1134 
FN ETE accereongaaanomanceerececcocern st: 1135 
IDEC Heer aratien ne tats 1136 
MACROMATIC.........00:00000 1136, 1149 


OMRON INDUSTRIAL 


AUTOMATION rcerccssistiassietisest 1137 
SCHNEIDER ELECTRIC 1149 
TE CONNECTIVITY 

TE CONNECTIVITY / 

(GAS TAs ssscsscserteuesces 1150-1151 

TE CONNECTIVITY / POTTER & 


BRUMFIELD........1139, 1149-1151 
RELAYS, TIMERS 


(See Relays, Time-Delay) 
RELAYS, VOLTAGE 


MONITORING.................. 929-930 


RESISTORS 
Adjustable, Wirewound.............. 97-98 


Current-Sensing, Surface 


[PT RRS eas Sins ni eA eesnsen er ee 101 
DGCACe OMG S i crerrerrexs saan 1362 
FoilBulk Metal@ iar c-crserrree cecrences 99 
Metal Film, Axial Leaded ............... 09 


Power, Metal Film, Axial Leaded .... 99 


Power, Metal, Surface 


Power, Wirewound 


ORIN =trmaereencrcececcerceeeemney 95-98 
MEICONNEG IMM Yitececreccceseceesec 87 
Precision, Metal Film .................00 99 
Mhermistors;|INGCiceccccscscc-csstteeseeee 689 


Thick Film, Surface Mounrt...... 87, 101 


Trimmers 


(See Potentiometers) 


Variable 
(See Potentiometers and/or 


Rheostats) 
Wirewound, Axial Leaded............... 98 
Wirewound, Chassis Mourt...... 87, 98 
Wirewound, Lug Terminals ........ 95-98 
Wirewound, Vitreous Enamel.....95-98 


Wirewound, Wire Leaded ............... 98 
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Product Index 


RESPIRATORG..................... 1292 


REWORK SYSTEMG......... 1214 


PROGUCE INGOX coos nccccsscexcceecs 1196-1199 
TILE i eceererrecoreenaeerrere 1203-1204 
WE WIE Ren aerrenivetcics 1201-1202 
RF ADAPTERS 
(See Adapters) 
RF COAX CONNECTORS 
Adapters 
AMPHENOU fer eecccererevscre2? 396-397 
MUWLENIG OME Rectecccecsrerescere? 394-395 
POMONA iiiuisness 400-401, 412 
TE CONNEC TY ioe 395 
BOard=tO-BOatd a. scsccsserssunnwneanaascess 393 
ARGC. sats are 430 
Medium 
N 
AMIPHIEN @ Eee eerie 428 
KINGS carrrevcvtcsrenvorreverecceees 427 
POMONA ase: 401, 427 


424-425 
424-425 
enertriedstoeerevevreveqveyscessest 423 
Miniature 
BNC 
MULTICOMP 
POMONA 2 eerie 412 
TE CONNECTINIVY ssrsiscccccc:s 404 
Twinax 
TAMIPHIE NO Ie recerevesceze: 396, 413 
POMONA ss scnsiwnnwnwanass 413-414 
METCONNECTININGY ceceeccee 406 
TROMPETER 


ELECTRONICS, INC....402, 414 


Subminiature 
SOUR a oesccnc tei cecnes erereeeeennsessesaees 416 
SOLE We ss aaeteanaacaacnarvecrensneromtaceseraaes 422 
TE CONNEC TINIIY vnisniwacesceccass 417 
TE CONNEC VIMY eccceccessisas 417 
RF CONNECTORS 


(See Connectors) 


RFI FILTERS 


SCMU RM ies.csscecsstcers! 522, 742-743 


RFI FILTERS (continued) 


TE CONNECTIVITY .n..cccccccee 216, 520, 
865-868 

RFI/EMI FILTERG.................. 867 
RHEOSTATS 

Accessories, Knobs.............::006 1069 
ROW erree srerrrnneeea tenet 104-105 
Wire wo llnG eiereeccereureceerres 104-105 
RIBBON CABLE 
CONNECTORS 

(See Connectors) 

ROCKER SWITCHES 

(See Switches, Rocker) 

ROTARY SWITCHES 

(See Switches, Rotary) 
RULERS? ee 1436-1437 
MCM PRODUCTS ............ 1578-1726 
SAFETY DISCONNECT 
SWITCHES........0.0000.0.. 752-753 
SAFETY DOOR SWITCHES 
(See Switches, Safety Interlock/Door) 
SAFETY LIGHT 

CURTAINS vaccececeeees 1186 
SAFETY LOCKOUT 
PRODUCTS. .................. 1294-1295 


SAFETY PRODUCTS........ 1294 
SAFETY RELAYS 


(See Relays, Safety) 


SAFETY WEAR 
BUST MASKS swrcccactassnanassaseeens 1292 
Earmuffs 1293-1294 
EanpluQs icaetersceeeeceee 1293-1294 
FaCO SHICIGS swsiisrcsscsscsscessscsscsscsse 1292 
Glasses 
Goggles 
FROACC 0S eerraranncissesesenineee 1293 
SAW BLADES..........0...0...... 1266 


SCANNERS... 1358 


SciSsORS: 1250 


SCREW INSULATORS ..... 1288 


SCREW TERMINALS. ..433-434 


SCREWDRIVER 

BITS 1267-1268 
Productindext...--.c.- 1266-1267 
NA Ln le Wrrreeeecerenccnncrnnper nana 1234-1235 


SCREWDRIVERS ......1225-1226, 


1236, 1259 
DURATOO a riiiusssscs 453-454, 1231 
KEIN TOOLS ere eneensemmcrs 1232 


WAI VA ecceccecceceronrrnncng 1233-1234, 1251 


XCE LUM eres 1227-1228, 1235-1236, 


1268 


SCRS 
(See , Semiconductors, SCRs) 


SECURITY EQUIPMENT 


Door Switches 
(See Switches, Safety Interlock/ 
Door) 
Keylock Switches 
(See Switches, Keylock) 
Vandal-Resistant Switches 


(See Switches, Vandal-Resistant) 


SEMICONDUCTORS 
Communications ICs............... 12-13 
Current Receivers ..............scscsee 48 
Current Transmitters... 48 


Development Systems 


Demonstration Kits ............0008 51 
Digital Signal Processor............. 24 
EvaluiatiomiAitsis,.:..:s.sc-ccccceess 23eil 
Microcontroller 


MICROCHIP ......... 13-14, 16, 23 
ST MICROELECTRONICS .... 13 
TEXAS INSTRUMENTS......... 18, 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


SEMICONDUCTORS (continued) 
Development Systems (continued) 


WS Bite tvcrercsresrereiiertite 22, 1073 
Development Tools............::::0+ 1073 
ANALOG DEVICES ..........cee 51 
PATIMIB es sesecscerrenreaneressscene 16, 18-19 
CYPRESS SEMICONDUCTORS 
IN G Boece eererererres careers rerr erie recy 16 
MICROCHIP 15-17, 21 
INKKSWINCHES ecereeccerssesesrczes 977 
TEXAS INSTRUMENTG........ 17-18, 
20-21 
Digital Potentiometers ...............+ 104 


Digital Signal Processor Development 


SAVE (S) i fe eepeeronerererpeccerceceeerercreerrcrren 24 
Digital Signal Processors.............+. 24 
Diodes, Fast Recovery............::+ 61 
Diodes, MOdules................::00cceeees 66 


Diodes, Transient Voltage 
SUPPOSSOlnersceeerr ec eereee 68-69 
Drivers, Differential...................0000 50 


Drivers, Line 


ANALOG DEVICES ...........0c 51 

TEXAS INSTRUMENTG......... 48-51 
EEPROMs 

PAT MIE Le eccrees tacescecescenevesss 27, 30-31 

ON SEMICONDUCTOR ............. 31 
EPROMSiiircrrerrercir irr escees 27 
FLASH! Memory’ .......2.-cs2c10c-<es 32-35 


Hall-Effect Sensors 


(See Sensors) 


Heat Sink Insulators... 1570 
Heat Sink Mounting 

Hard Ware! scseccrssssseseecns ies 1564, 11570 
FCAT SIMS ccccccsccaecscrsccarseecexesecne 1560 
rile) lel lrrererecenet ceceececeeceecerecraccenarecd 62 
IGBIUMOdUleS) ie itiirseseesrerttsececs 62 
(GBS 2a coseecersistevissesesssrer rece eens 62 
Line Drivers/ReceiverS..........00 48-49 


Logic Devices, Advanced 


SCHOMKYo Seg aaessuceccueeceesee teeters 55) 
Logic Devices, CMOS ............... 52-55 
Logic Devices, Fast ...........::::cc 54 


Logic Devices, High-Speed CMOS 
Logic Devices, Fast (continued) 
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SEMICONDUCTORS (continued) 
FAIRCHILD 
SEMICONDUCTOR.............+5 
TEXAS INSTRUMENTS 


Logic Devices, Low-Power 


OGHIOUKY sc-zcsecesstesceessecesceseceeeeeseesien 54 
Logic Devices, Low-Voltage...... 52-53 
Logic Devices, Schottky..........2.0. ists) 
LVDS Circuits 
BUS teeiecsctssseessesaeeeetseere 48, 50-51 
Link. 48 


Magnetic Sensors............. 1101-1103 


Memory, EEPROM 


APUMIIN ES Ue eee cee cee cer sen eres 27, 30-31 
MICROCHIP csccscexecceccccxemsscee 27-32 
ON SEMICONDUCTOR. ........ 31-32 
Memory, EPROM. ..........::::::ececeeeeees PM 
Memory, FLASH........cccsssseeens 32-33 
Memory, SRAM..........:::::esseeeceeeeees 35 


Microcontroller Development 


Systems 
ATIM BLL aseeeeesetetcscececcscesecctonn’ 16,19 
MIG ROC HR cererrcrsrerererereres 14 


ANC ACCOSSOMIES ..ccscccccsccsreessncees 1073 
ATIMIE Lg eeessessecescevercoceress 16, 19, 23 
MICROCHIP ee eccceserecerecere eres als} 
TEXAS INSTRUMENTG.............. 2A 

Microcontroller Programmers......... 23 

Microcontrollers ).....ticccccme 25 

IMiGhoPrOGeSSOIS::.:cc.csccseeser 12-13 

MOSEEMDIiVverszsscscccctrc et: 936 


Optoelectronic Devices 


(See Optoelectronics) 


PIC MicroGontrollons occu 1S 
Potentiometers, Digital ................. 104 
Receivers 
DiPfGrOMmMttl cccsccsexcexcsxecxevsscsscsscnsans 48 
TEXAS INSTRUMENTG......... 48-50 
Rectifiers, Fast Recovery............+. 66 


Rectifiers, SCRs 
(See SCRs) 


Rectifiers, Standard Recovery........ 66 


SEMICONDUCTORS (continued) 


Rectifiers, Ultrafast Recovery 


ON SEMICONDUCTOR ........ 61-62 
NARS RIAN eerereerrerrenreercecreercectrerere 66 
[lat Ollie rerrerecreronrermrrarrrorcecerecre rere 35 
Sensors, Hall-Effect.............. 52, 1104 
‘Sensors; Imentiall........./.isescctascsessoe Sil 
Sensors, Magnetic............ 1102, 1104 
MONEVWELIE iriver: 1101-1104 
NVE CORPORATION ............ 1106 
Sensors, Pr@SSUIe........cceeeeees 51-52, 
1088-1089 

Sensors, Temperature.............:0++ 52) 


1101-1103, 1120 


SERA Sie ccsieee crete ote score scare ere 36 
SUNOS AOS LOIS ican cancnncnnncccceccxccxncs 688 
WhYytistor MOGUICS cn ccccceccccccccncs 66-67 


Thyristor/Diode Modules .... 


Thyristors 
ON SEMICONDUCTOR ........ 67-68 
SEMIKRON INTERNATIONAL.... 66 


MSHA eccccsuec ec ounannnaes 66-67 
HITANSCCIVEIS kee ayo 
Transceivers; BuS...........:.s000008:. 46, 50 
Transceivers RE eases eres 35 


Transceivers, RS-232 


ANALOG DEVICES .............. 47,51 
MAR cscscesciececseecsterrereererer eserves 47 
TEXAS INSTRUMENTG......... 48-49 
Transceivers, RS-422.............:0cccee 47 
Transceivers, RS-485...............- 47, 50 
Mransceivers|SCSlcitscceess 46 


Transient Voltage 
SUPPNESSOFS si aniieteceeccae 68-69 
TMANSISTONS AEM Sercessceeeeeeer ee ccceeees 63 


Transistors, MOSFETs 


FAIRCHILD 
SEMICONDUCTOR: csrrcee-s- 63 
INTERNATIONAL RECTIFIER..... 62 
IND ersten ere cerencareacaneeraes 64-65 
ON SEMICONDUCTOR ............. 64 
ST MICROELECTRONICS. ......... 65 
NOUS 2) SIS Dyn wrevreceecececeercrececte 64 
NIPANSIMAtONS es cerecccecceeeeeee ees ae 46, 48 


SEMICONDUCTORS (continued) 


MIRUAG Seerccerscene ere 67 

Voltage-to-Current Converters....... 48 

ZiGBse SolutionlGSiccccscccercereeeee 35 
SENSOR CABLE 
ASSEMBLY ............. 232-233, 1090 
SENSORLESG............. 1174-1175 
SENSORS 

AGCCISTAN ON <.nc.ccsccsccccmmnnenas 1107 

Accessories/Hardware 

Mounting Brackets.............+: 1090 


BANNER ENGINEERING... 1125 


Cable Assemblies 
BANNER 
ENGINEERING? rr... 1125-1126 
BRAD eee 371-372, 378-380 


TE CONNECTIVITY ...223, 377-378 


HOR Gerrtrrereetceececcersoopermrancassa) 380 
(0 UIACe (Dh seencererecescrecreceectrs sos 1093-1094 
[pleetRO) elt ceerrerececeeeececenersenmocpasoss 1114 
FIOW Sie iticestsessesssosssss ees 1095-1096 
FONG Gecacassanenenseass 1092-1093 
GRAM OGL cansssanccxcccnrseaesanosies 1101 
TAUPE CCU ssrssssscesreessssts 1106-1107 
FUMIE Neer eee eeteer eine 1101 
HONEYWELL ....... 1080, 1103-1106 
ZRIGHERIR eseeeseeeeeeeese 1079 
TWIG es erressrereseerereseseees 1120-1121 
Infrared 
AMPHENOL 
PANASONIGH 7 cccsssssssee: 1114 
[Es SIAR rcrrennnncrsceecercece oss era 1115 
Eiear MOON: co ccsccccssce 1080 
[life [OTs HK) Rerceerececeereceererr 1096-1097 
CARLO GAVAZZI INC. ........... 1097 
GVINERGY Ss arocereecescet 1097-1098 
ROIS VY Eth eee ceeeveeeceer cess 1100 
(0) SITS eeterreeeereeeoreeeeessescscesaiocas 1100 
SENSIRION AG vesccccscscsccsn 1096 
SQUARE D BY SCHNEIDER 
[SHES CA EUG Srececeecececrcrrsrrerernns 1100 
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SEN - SOC 


SENSORS (continued) 


Load Cells 


(See Sensors, Force) 


Magnetic es aicuccccsccses 1101-1102 
BOURNE ING srccscss.ssasscvecescnse 1101 
UAMILINGeeereeceeeecseescce 1076, 1101 


HONEYWELL ......1101-1104, 1106 


Motion 
ONE VAVE Eee ee ees 1080 
PANASONIC. 
SQUARE D BY SCHNEIDER 
EUECTRIG# ie cccceeeeccs: lititi2 


OMRON INDUSTRIAL 


AUTOMATION eccccee es 1119 
Optoelectronic 
BANNER 
ENGINEERING.............+ 1112-1113 
CARLO GAVAZZI INC. ........... 1097 
[EL@R|S Tofsl (0 lpeearermssrarerererereceeeee 1120 
Photoelectric 
AMPFIEN OIE umn nace he 
BANNER 
ENGINEERING.............. 1112-1113, 
1115-1116 
EATON ieee oe nrnrere: alli 
IDEG ine so ee eeeerees: itil 
OMRON ELECTRONIC. 
COMPONENTES cerrccerrscceccereres awlalalyd 


OMRON INDUSTRIAL 
AUTOMATION.....1114, 1117-1119 
SCHNEIDER ELECTRIC......... 1115 


Photosensors 


(See Switches, Optical) 


POSiHOM)<:-ccs-ccsscsscuecsnecsiee eee 1081 
BOUWRNSHING Serecrcoscseroce: 1101 
POSING, eee 1076, 1101 


HONEYWELL ..... 1080-1081, 1103, 
1105-1106 
PAINS © NIG taruscarecanneceeneeeeners 1081 


Power... 1121-1122, 1355 


Pressure...... 51-52, 1082, 1084-1085, 


1090-1091 
AMIPTIENQ ence csccrscccresvereniseen 1082 
IEW Eseereceereenreacaesanneceerenentes 1429 


Product Index 


SENSORS (continued) 
Pressure (continued) 


MONEY WELT eercsevrss 1087-1090 
NEWEO iliteeccccesrresarreratitiniarts 1110 
OMRON ELECTRONIC. 

COMPONENMS : ercrrscarrerecssrecr 1081 
SCHNEIDER ELECTRIC........ 1083, 


1091-1092 
Proximity, Capacitive 
PAUMONIGSiiiivercstnassssseses 1074 
OMRON INDUSTRIAL 
AUTOMATION...........05: 1076-1077 
Proximity, Inductive ........... 1073-1074 
OMRON INDUSTRIAL 
AUTOMATION...........0++ 1076-1077 
SCHNEIDER 
EWE GTRIG metcrercrcerereesss 1077-1079 


Proximity, Limit Switch Style ...... AS 


Proximity, Magnetic ........... 1079-1080 


Reed .... 


Reflective Object ................ 681, 1126 


Rotary Position 


Temperature...1102, 1108-1109, 1123 
Fil al gall US | annem me see ete 1120 


1120 
MULENIC OMIP Renee: 1123 
NEWPORT Rie sersaerneess 1110, 1122 
OMRON ELECTRONIC. 
COMPONENTS eee. 1111 
SENSIRIONVAG rerercterserrseieee 1121 
Thermistors 
(See Thermistors) 
Thermocouples...........-..++: 1121-1122 
WIASOMIG sioceccsevevevvevsevresrs OMe Aili 
NAD STIG isarcncrnnersereceeeeeen 1124 
W (CLE (0 Clerrnnrrerertocrecerecrorreeereeerecerte 930 
SERVERS Gcuecaeeas 1169 
SHEARS 
KINI EX ie eeeressevesstarss 1241-1242 
p MO=I TE rcererrcccrn eae rere erereeee 1245 
SHELVES cca erren 1313 
SHIELDING PRODUCTS 
OMe scescteccciecsiseesessvsvesvestiaees 1306-1307 


SHRINK TUBING 
ALPHA WIRE ........0---0000 631-634, 639 
MULTICOMP.......---sssseee: 626-629, 638 


TE CONNECTIVITY....... 630, 632-633, 


636-637 
SIC MOSFETS.......00.. 64 
SIGNAL CONDITIONERS 
EWROMHAERM pe cccscecccccectecsss 1176 
[alG INT EN AUY EIU prececeerereretcerteseneben 5 1092 
IMO PRECISION CONTROLS .... 1176 
NEWPORT ce ccc 1176-1177 
RED LION CONTROLG............... 1177 
URAQSMIMCCNSiraressacesssrseseerecomeesmae 1177 
SIGNAL 


GENERATORS ............ 1351-1353 


KEYSIGHT 

TECHNOLOGIES seems 1353-1354 

MERTON Gerretse rece: 1354 
SILICON CONTROLLED 
RECTIFIERS 


(See , Semiconductors, SCRs) 


SILICON FUSION 


TAPE eae fe ieee ee 1307 
SINE/SQUARE WAVE 
GENERATORS 
B&kGPRECISION erretieecccees 1350 
LE eects cpereceerereeroneeeecrens 1351 
SLEEVING 
Electrical 
FAP VAC Etieee cess rere eos 624 
MULTIGOMP ee 617, 620-625 
TIEFCONNEGIIVINY ceccceeceseescsses 625 
Expandable 
ALPHA WIRE............ 474, 622, 624 
MULETIGOMPaereceescesees 620-622 
PANDU IM vecsevessessssessstrerescsseres== 625 
TE CONNECTIVITY........... 625-626 
FIDGHGIASS se reyrerere-ceeeeeceeerereees 620-623 


SLIDES, CHASSIS.... 1503, 1520 


SMA CONNECTORS 


(See Connectors) 


SMART RELAYS 


(See Relays, Smart) 


SMB CONNECTORS 


(See Connectors) 


SOCKET ADAPTERS 
(See Adapters) 
SOCKETS, CHIP 
CARRIER Aes niaeee 122 


SOCKETS, DIP 


IVAN ressenseecnesectsessssrarencs 120-121 
IMUMETICOM IP iiccrstecsssxcsreccssssteescass 118 
ME CONNEGMIVIMYestessssessceses 119-120 


SOCKETS, DUAL-ROW..... 139 


SOCKETS, IDC................ 195-196 
SOCKETS, INSULATED 
JACKS eee ae 502-503 
SOCKETS, INTEGRAL 
CAPACITOR ................5 118, 121 


SOCKETS, LOW-PROFILE 
BULGIN COMPONENTS.........-.++++ 362 
MULTICOMP......-ssssesesseesssees 118, 123 


TE CONNECTIVITY........119, 122-123 
SOCKETS, MACHINED 


SOCKETS, MULTIPLE 
DENSITY 


OI ease reneana aeenemraramoreresrarceeneenrene 187 
MULTICOMP meet rsorensrs 118, 123 
SAME G aersseenencearareecsrceannenancen 139 


SOCKETS, PIN TERMINALS 


123, 280 


SOCKETS, PLCC.................. 422 


SOCKETS, RELAY 


(See Relays, Sockets) 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


SOCKETS, SHORTING 
LINKS/PLUGS .............00....... 502 
SOCKETS, SIMM.................. 126 
SOCKETS, SIP... 120 
SOCKETS, SOCKET 
CARRIER: ake een 123 
SOCKETS, 
SOLDERLESG....................... 123 


SOCKETS, SOLDER-TAIL 


ILE Ae ee 120, 144 

NIWIETICON Domenennen ner meen 118 
SOCKETS, SPRING- 
LOADED =e 123 
SOCKETS, SURFACE 
MOUNT ie eee 139 
SOCKETS, TRANSISTOR 

KEYSTONE ELECTRONICS 

(CLO Re cece ceeeeeccetteteeeeccceeade lie 1570 
TE CONNECTIVITY....seessesee00 122-123 
SOCKETS, UNINSULATED 
DAGKS onesie 502-503 
SOCKETS, 
ZERO-PROFILE..................... 123 
SOFTWARE .............00:0--0+: 24, 653 
SOLDER 

Flux-Core, Extruded-Bar ........... 1217 

Flux-Core, Lead-Free......... 1215-1216 


Flux-Core, No-Clean 
DUWRATOOL micercccccseee 1214-1215 


[MESH TSR paererectcececreececeec 
MULTICORE 


Flux-Core, Organic ............ 1215-1216 


Flux-Core, Rosin 


DURATOOL wvecceconrienazsex 1214-1215 
| 6 Skog fel g Wereereers oerceeerernee 1215-1216 
[N NUTE OTR cPeccececcerecreccecececce 1216 
MENMA is essecctvvecevversdgsssscsssoese 1216 
Flux=Gore; Silveriiniis cle 1216 


Flux-Core, Water-Soluble 


DURAIO® leer vssas 1214-1215 
KESTER: seussmeustiien 1215-1216 
(TUTE IEC i Sisccoccccocecerrecancoteers 1216 
Salle WAS excmemenereeceerececercred 1214-1215 


1.800.463.9275 © Access the Entire Product Range at www.newark.com 
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SOLDERING PRODUCTS 


REGCOSSONOS iy. iienceccecerreeeerce 1214 
RIA © Pesosestesecmeareteereceverecercery 1204 
Product Index.............«. 1196-1199, 

1209-1210 

MIEN Ate reerreeserr: 1203-1204, 1219 
VISTI ee recese 1199, 1202, 1205, 
1208, 1214, 1219-1220 

FID DISBIGI SONS <2. oe: ices cceccerereee 1218 

Flux Remove’rs...........00006 1219) 1274) 

FUMEe ADSOrbers :...cnsveencccscse 1193 

(GUINS Hive sgesesvecesxecesvexcosevevsexs 1204, 1208 

Iron Stands 
Product Index..........005 1196-1199 


INCI Sieeresscerntseeeeeneerccesferercee 1214 


AMERICAN BEAUTY, 


PLAT Ore secceevetecvectsveeareen 
Product INdex:.......:..5:4 1197-1198, 
1209-1211 
IVVIESIOIGES Res eeceereeer see reeees 1212-1213 
Wea GTeS eee eererererees eee rea 1214 
AMERICAN BEAUTYV.............. 1205 
Product Index...... 1196-1198, 1208 
TENA aresccecccccecccrsecvevcccrsvecesse 1203 


[Eifo TW fe) TID eee rep hnmrerreesremr terre tact 1218 
[LIU le to seecereereecreccrermmrernrermr trey erie 499 
ROSS eee ee 1254-1255 
Rework Stations -..<<cccccsesstcsess 1214 
Product lmdex....<.<..cicc 1196-1199 
TENA esece cc scescerssesceees 1203-1204 
AAI UES eae eeeeeec ees 1199, 1201-1203 
Splice Connectors ...........008 473-474 
Sponges 
PUGATO pee teccceeseeeceseseoerreneers 1204 
Proeuct Imex 2: cicecocctcerereee 1199 


BLQUONG .ccscccessscssersersersexsccnccscnes 1193 
Product INdOX...:c::cc00. 1195-1198 
SUE INIA osteoas ceeeeerecmerececreecccary 1203 
NAVE WU Eee senerecaers 1200, 1204-1205 

Tip Dry Cleaners <.--cncencccccctscccersn 1219 

G1 3a [lalate eSipepee errors 1201-1202 


SOLDERING PRODUCTS (continued) 


TOONS: nessccsacsacsesasssssansanevennnntans 1214 
AMERICAN BEAUTY.............. 1205 
ANIEND forse etree emununnroue 1255 
WS Fe | Bee reererreererr srs 1220 
Product Index.....1195-1199, 1208, 

1210-1211 

WELLER... 1199-1202, 1204-1208, 

1212-1213 

Nite abeeererereeree reer ecreeerre ce eee 1217 
SOLDERLESS TERMINALS 

01M Rarerteheemmernmancecreeceeern ere 483 

MUTI GON P vrccscccsccsacsacvnrsave 474-476 

THES GC OMINE C TIMI rccececassasancnnnnses 487 


SOLENOIDS, CYLINDRICAL, 


SOLENOIDS, PULL 
(See Cylindrical, Pull) 


SOLENOIDS, TUBULAR, 
PULL 


(See Cylindrical, Pull) 
SOLID-STATE RELAY 
FILTERS 944 


SOLID-STATE RELAYS 
(See Relays, Solid-State) 
SOURCE MEASURE 
METERS} ncn secs 1371 
KEITHLEY INSTRUMENTGB........ 1347, 


1367, 1375-1376 


KEYSIGHT TECHNOLOGIES ..... 1376 
SPADE TONGUE 
TERMINALS 

(See Terminals) 
SPEAKER 
ACCESSORIEG............... 384-385 
SPEAKERS 2soussne 1309 
SPECTRUM 
ANALYZERG................. 1402-1404 
SPIRAL WRAP 
MUBING ieee 618-619 


SOC - STA 


SPLICES 


Butt 
(See Butt Splices) 


etal elieeerteertencn timer escrertrs: 489 
SOG Clive meratnessrasesraees eeranaes 473-474 
SPLICING TOOLG................. 491 
SPLIT-LOOM TUBING........ 617 
STANDOFFS, PC 
BOARD 2.2 ss 1284-1286 
STATIC CONTROL 
PRODUCTS 
AUGUING enerusessuracssssrsessrnere 1326-1327 
Bags 
MULTICOMP...........005 1316-1317 
SCS ere nee 1317-1318 


DES@OSING Hirrsncsssersrserecess: 1325 
[SUM ercrvececrerectenetscrenacnnnncancen 1325 
SOS eae tnaerntears teneraecemenaeeesecse 1325 


SIMCO (AN ILLINOIS TOOL 


WORKS COMPANY).....1326-1327 
Bottles: errs error 1319-1320 
OXOS see acess eucuecec eee 1318, 1320 
MAGS ae ee 1314 
GIGANGNS ese es N22. 1276 
IGIOURING ieeettiasssscessssosssessssssesesss 1316 
Desoldering PUMPS ......00c 1220 


Electrostatic Locator Meters 


AGE STANIGIDER i eiesssstasescosss 1321 
DES@OBING irstrcrsrsssrsseress: 1320 
IGS ita: renecrereererecrbe mpeg yes 1322 


SIMCO (AN ILLINOIS TOOL 


WORKS COMPANY)...........45 1320 
FIOGH| COATINGS sxxccexceessrsscrseeessetes= 1276 
(GlOWeS erreur 1294, 1316 
GrOUNGING CORMS .ccccccccccsccsccsccsss 1328 
GrOunGinGiKitS..-.....<..css-:0 1323-1324 
Grounding Monitors........... 1321-1322 
Fela HROtOMSigreercsssssccessces 1272, 1276 
Heel GrounderS.......0cc000 1330-1331 


Mats, Bench 


DESCORING  errcenes: 1323, 1325 
Floor Coatings (continued) 
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STA - SWI 


STATIC CONTROL PRODUCTS 
(continued) 


DW RATIO OEE aire rscristir cesses 1323 
MUIR GOM bar ecersssarsssarancceners 1323 
SO errthomenansaniinn 1322-1324, 1328 


Mats, Floor 


DESGOUING Hees 1323-1324 

fo] GS Re ean RR EE 1324, 1328 
Monitors, Workstations..... 1321, 1328 
Pads, Presaturated............ 1276-1277 
[5a | CURT eee reeraatenninnecer ren rnere rere 1247 
FROMIQOANIS: ceccenrcnccereesssesteeestcres 1276 
WA Oi eezeecczseeseseereenecetuestesscatsinine 1319 
Tape DISPenSersic.cccccccccccscesss 1319 
Testers, Footwear.............. 1321-1322 


Testers, Work Surface 


Testers, Wrist Strap 


DESCOMING oreerercsze-2 1321-1322 
OO es 1321-1322, 1328 
Universal Snap Kits ........... 1322-1323 
MEENA Oe eens enone icceceeccere ee 1331 
Warning! Kabelsit:.20cciecccccscvess 1319 
Workstation Organizers .............+ 1320 
Wrist Straps 
DESCORING#ieiirrceieraccaces 1329 
DURATOOL 
POMONA eerste 
SOS cccesesscsteseseeses 1322, 1329-1330 
STATIC-DISSIPATIVE 
PRODUCTS 
(See Static Control Products) 
ST®-COMPATIBLE 
PRODUCTS ................00. 430-431 


STEPPER MOTOR 


(See Motors, Stepper) 


STORAGE PRODUCTS 


Boxes 
(See Boxes, Storage) 
Cabinets 


(See Cabinets, Storage) 


Containers 
AKRO-MILLS ..........000+ 1300-1301 
DURATOO Lease 1299 


STORAGE PRODUCTS (continued) 
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Product Index 


Rackss ser ire nites 1299-1300 
TOoliBags/POUCHES |<... .c<c1es003-2- 1303 
Tool Boxes/Chests..........:.:0s:0000 1302 
Tool Carrying Cases........... 1302-1303 
STRAIGHT BLADE 
CONNECTORS 


(See Connectors) 


STRAIN RELIEF 


BUSHINGS sate 


STRAIN RELIEF COVERS 


(See Connectors) 


STRAIN RELIEFS 


(See Connectors) 


STRESS RELIEF 
635, 1412 

STRIPS, OUTLET.......... 851, 853 
SUBMINIATURE 
CONNECTORS 
AMPHENOL............ 417-418, 421-423 
Il SEAWECTIRG Sercccrrsrrrerrecns 419 
SURFACE MOUNT 
PRODUCTS 


(See Specific Product) 


SURGE ARRESTERS 
BOURNSIINGHmmnencerntatet 687 
EPCOS 687-688 


SQUARE D BY SCHNEIDER 
ERE@ MRC trarccsesceceseccererersecerserniass 861 


SURGE PROTECTOR GAS 
DISCHARGE TUBES 


BOURNSIING re srcsscrssarianes! 686-687 


LITTELFUSE -.. 688 


SURGE PROTECTORS 


INAS cree ccercrenccremeoen sco cunrerereece 855-856 


SQUARE D BY SCHNEIDER 


ELECTRIC srscccsccttssssresssecsteen 861 
TUisITPIP WTS ereeeceneerecertreresore 857, 863 
SURGE SUPPRESSORS 


AC Power Line 
BOURNGIING, sossscccccccccees 859-860 


SURGE SUPPRESSORS (continued) 
AC Power Line (continued) 


SOLA/HEVI-DUTYV............. 860-862 
TRIPP ICME eee 856 
WAGO CORPORATION ........... 862 
AC/Coaxlallcccvasssrssssesvieeeee 858 
BIEe TSUN Les oceans eae cases meantareanlae! 861 


Compact, Plug-In 
SUPERIOR ELECTRIC ....ccs050 862 
Unie PYM Eeecerceeeroreenceeoeore 858, 860 


Din-Rail Mount 


BOURINSIING rrrerteree-s 859-860 
SUPERIOR ELECTRIC 2s... 862 
WAGO CORPORATION ........... 862 
Fax/Modem 
1 cl ORM eee 855-856 
RIP RANE eee ee 856-858 
General-Purpose 
LN od ON OAR REE re 855-856 
BOURNSIING cee 859-860 
MRIPP NE eeeeeeeree es 856-857 
Hospital-Grade ......:ccccceeceseees 857 
Multimedia 
AR Gi. isincstrucsstsrssesrssesrenceras 855-856 
TRIP PALME ee: 857-858, 862-863 
Network 
(AR Grrerieer eae 855-856 
ARI EP Ul Eeererceeerececsecerecers 862-863 
Rack MOUMtieiccntcsssssccss 858-859, 863 
Recoptaclesy avec. csces ce 526 
Service Entrance... 861 
vere ae), epenmnmreneercc eee ceereprrerrere sence 860 
Weolll (MIOUIRE ssansssssanexcexcexwcssanss 857-858 
SWABS ces 1298-1299 
SWITCH ACCESSORIES 
Actuators 
EATON ciiisccssscsreecereceeeecees 1063 
SCHNEIDER ELECTRIC......... 1003 
SQUARE D BY SCHNEIDER 
EU EGIRIG te eeerccrscee nese. 1036 
Boots/Seals, Pushbutton............ 1071 
Boots/Seals, Toggle... 1060 
Bushing: Seals vvcvcesecccreees 1060 
CAS as... senasvniaserssssrssreees 1068, 1071 


SWITCH ACCESSORIES (continued) 


COntaGCt BIOCKS ixscssssssssssssseecceccecesr 986 
EAN © IN Becerenencen ncaa 999 
SCHNEIDER ELECTRIC........ 1003, 

1069-1070 

Guards 
ION ENV ELIE eeterecetrccesceccereees 1010 
TE CONNECTIVITY........ 1070-1071 

[eeViig) ok erecreceeeerrernrrccoacenred 1066-1067 

WEDS ss ssvscesvrssvesssestetessssessascaascess 1067 

Bogota PlAtoSiee rrssssssssssrsccccsce: 986 
EATON) eevvescccavesstersess 999, 1125 
IDEG Reece accescee ees 980 
ME CONNECTIM ITN Geen 1070 

esi errereerereectecereecceaes 993-994 

NutsxPUShOUTTON ieee 1066 

IROGKGIS=.. ..sssssssssssccccesscccocsvens 992, 994 

SEAS HPUSHMOULLOM iresescsxcssescccencers 1066 

MOONS RUAN AS 22s. easesossersecseess 1006 

SWITCHERS 
CREO aoa csecxccheccccesssssssnsonersrvarie 1168 
[PO TE occ sececeenoomaomnoonopssassosceo 805, 815 
SWITCHES 

16mm 
BULGIN COMPONENTS ......... 982 
EAO SWITCH 
CORPORATION......... 965-968, 985 
IDEG) sseseeseresesressosssssecscse 973, 987 
SCHNEIDER ELECTRIC........... 981 

22mm 
EATON esecees 969-970, 986, 1056, 

1063-1064 
IDEC@zee 972-973, 981, 987, 1001, 
1067-1068 
SCHNEIDER 
EU ECT RIC eerste 1002-1003 

BOM sscaseccenncrstestessenpsvsspnrsnwxeonccess 986 
ATION veaccoverert dscsessesessecestetentcces 999 
DEC Romero cee eects 987 


SCHNEIDER ELECTRIC...977-978, 


1070 

SQUARE D BY SCHNEIDER 
1) | OPE eer renee neces ones 978 
(ACWWUALONSH. eee 1023, 1067 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 
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SWITCHES (continued) SWITCHES (continued) 
Basic K@W PAGS 2 -czectscesecssecesecesectsecsecess 1057 
(See Switches, Snap-Action) Kits/Assortment .......:::eeseeeeee 1072 
BIOMOU IG coicccccccccnonneirenenuneccecceccess 978 Lighted 
Cable Pull Limit (See Illuminated) 
Conittol StatlONS ..cesvesrescesecsecce forekc}al BIE all eceeeemearer ere eeere etree creer ee 1031 
Detection EATON: eee 1030, 1063 
DIP HONEYWELL... 1030-1035, 1188 
GRAYHILL INC... cscesssseeseeee 1042 Poe 
MULTICOMP....... 1002, 1042-1044 AUTOMATION .........:00+ 1035-1036 
BSCONMGC herr eet ieee 753 SC aNEIER 
ER EGMR Gece 1036-1039, 1189 
EM@rgency Stop iicccccccccccecscetsecesees 986 
SQUARE D BY SCHNEIDER 
EAO SWITCH 
ELECTRIC He see 1036-1037 
CORPORATION.....985, 1060-1061 
EATON........... 985-986, 1054-1055 Biquidiikevelizsteccsscrte 1098-1100 
DEC. ee 987-988 IMUHIStatiONircsssccccccscvseccccesecrvess sees 980 
MUIETIGOMP waieeecrcccceccccesce 988 OPC Alla cceeceeccececceeccesccceccesssessces 1116 
SCHNEIDER ELECTRIC......... 1003 OMRON INDUSTRIAL 
Enclosed Basie ...c.ccccccc 1034-1035 
Fncigsués 753, 988 PTE Ka eesaccteccsieesescsesecseescenece es 680 
Fihcne 4167-1168 Paddletcccccs ss ccrncas 1016-1017 
ADVANTECH oeeceecececeeeee 1161, 1167 | Panel Mount... eee 1002 
HIRSCHMANN ...........::::ces0+ 1169 | PC Board 
Explosion Proof....... 1031, 1034, 1188 MULTICOMP........ 1040, 1043-1044 
Foot TE CONNECTIVITY ...... 1016-1017, 
eT Kova emma 1054-1055 a 
LINEMASTER... H@SA=1 OSGi CMC cccmserccercsecesterccecsesertss stats 988 
Illuminated PPR oe lai cecerer: cersersersereeeeeere eee 1085 
BULGIN COMPONENTS ......... fo feree Mame (Ulli ate laliteerecreteereesrme cece rcceccee 989 
CARLING TECHNOLOGIES.......... Pushbutton, illuminated 
990-991 JADEN sensei rc te 962-963 
EATON Eee 992-993 BULGIN COMPONENTS ......... 982 
ee ae DIAUIGHT eer 964 
WDE G i sceccenccencrecccenicecssvenscesscenseces 987 EAO SWITCH 
SCHNEIDERIEEEGIRIG 2... 981 CORPORATION....... 964-968, 1061 
TE CONNECTIVITY........... 979-980 EATON... 969-970, 986, 1063-1064 
Key E=SVMWMG ee creceeceeeeees 964, 983-984 
(See Switches, Keylock) GRAYRIBIEINGS2 Acascnvcnsecsers: 971 
Keylock aerrrccgecerieeecrecetee 1001 HONEY WEEE ---.2. 972, 1066-1067 
EAO SWITCH DEG 973, 980-981, 987, 1067 
CORPORATION........--+4++ 998, 1061 Ti SWINGS cccceccecrsccs 973-974 
EATON reese: 985-986, 1018, 1063 IMWIETIC © MPa reccceeeecereeece 975, 988 
LEQRIEIIN oe ec eeseccectesassssenseees 1018 INKKG SWITCHES Hecncceeccers 977 
SCHNEIDER SCHNEIDER ELECTRIC.......... 978, 
ELECMRIG Facer 1002-1003 981, 1070 
MEG ONNEGMIN MY ceerececceetcec 1019 TE CONNECTINITY scccccacss: 979-980 
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SWITCHES (continued) 


Pushbutton, Nonilluminated ......... 986 
ABB re tnneatue: 962 
AREM Geer erserinrnis 962-963 
BULGIN COMPONENTS ......... 982 
CARLING 
TECHNOLOGIES «0.0. 963-964 
EAO SWITCH 
CORPORATION....... 965, 985, 998, 
1061-1062 
BATION ecacercecs 969-970, 985-986, 

1063-1064 
EGECTIROS WING Hitec cercrcere-ce 970 
GRAY FILING si sccccccccncccce 971-972 
HONEYWELL enue: 972, 1023, 


1038-1039, 1066-1067 


IDEC ene 972-973, 980, 987 
ITW SWITCHES ........ 973-974, 984 
MW IETIG@ MPa aezeseceeseneneerer? 974-975 
IPANAS © NIG tasecccersceescesrrererrere 977 


SCHNEIDER ELECTRIC...977-978, 


1003 
SQUARE D BY SCHNEIDER 
EEC TRIG tesa ssenstrcrnermasrs 978 
SVVIMETIG A Eilirerceccrssseree 978, 988 


TE CONNECTIVITY ...978-979, 981 
ZEIGHERRY secsrssvesiesccastses 1021 


Pushbutton, Tactile 


(See Switches, Tactile) 


Pushbutton, Vandal-Resistant............ 

983-984 

ROG A ecsesecstcciccsseveveeevs 1053-1054 
Rocker 

ABE irvreececveaaes ccnccccesteteveveerevers 989 


CARLING 
TECHINOUOGIES mes. 990-991 
RON irecrerecrrcns eae ae na s5 992-994 
ESSWIMCH s Sevehrssevesretenasrs 994-995 
MULTICOMP............ 975, 995-996, 
1013-1015 
INKK SWITCHES iii lcisscases 996 
INTESING emessrses arnsaare O77, 996-9977 
ME CONNEGTIMIMMY ensenaers 997, 
1016-1017 
ZA AG ERR eaceresccecsenccesrers CRIIESR 


SWITCHES (continued) 


ROWAN cc ecctssscesssesssessrssseveseessiessiesete 997 
EAO SWITCH 
IGORPORATION! cor... 1061-1062 
=O) es 998-999 
ELECTROSWITCH........... 999-1000 
GRAVHILEING: 2... 1000-1001 
LORLIN 
MUIETIG ON Ree serneces 1001 
NKKSWIMCHES Freee srreters 1002 
Ol IMMiSsreteererteepeesercecbanssasacs5 1002 
TE CONNECTIVITY ........ eee 1003 
Rotary Dees 1001-1002, 1043 
SAMO cia cceeceeeresteeeeeeeeeetenmencones 1031 
HONEVAVE Ee eereetee 1032, 1188 
SCHNEIDER ELECTRIC........ 1039, 
1188 
Safety Interlock/Door............00+ 1039 
ABB ietecesssssssesssssseesvarssees testetess 1038 
HONEYWELL .....1032, 1038-1039, 
1188 
Product (iden.......cscme cs 1020 
SCHNEIDER ELECTRIC......... 1188 
Selector... . 997, 1001 
ATION ieeieeereeescesee 998-999, 1063 
[8S Caerercererreececeececttceerrrer aos 1001 
SCHNEIDER 
EMECTRIG es. 1002-1003, 1070 
SIVA MC ALONG as sass sees ee 1067 
be lle le vareeerrennereneerreereetetrececscns 1040-1041 
SNAP-ACTON vass0cexexexcersereensss 1027 
CARLING 
TECHNOLOGIES.......-.5..-:. 990-991 
FIONEY WEIL ereresscers 1022-1025, 


1034-1035, 1067 


ITW SWITCHES ........... 1025-1026, 
1068 
MULTI OMB Sreceyeere rence: 974 
NTIEVIN Gorse ceereeseeees 1026-1027 
OMRON ELECTRONIC. 
COMPONENTG............. 1027-1029 
OMRON INDUSTRIAL 
AUTOMATION.....1029-1030, 1035 
Product Index...........000 1019-1020 
TIEICONNEGTIVIMY 3c. 979-980 
ZIG HEREY teeeceeeesesee 1020-1022 
Special FUNCHON ....cccccccceccccesssse- 977 


SWI - TER 


SWITCHES (continued) 


Tactile 
APE aeeritte eter 1044-1045 
BOWRNS ING: frccesrsccees 1045 
E-SWITGH crcccscccasessessesss 1045-1046 
MULTICOMP............ 1046-1048, 


1068-1069 
OMRON ELECTRONIC 


COMPONENTS...1048-1049, 1069 


PANASONIC..........005 1049-1052 
SCHNEIDER ELECTRIG.........< 981 
TE CONNECTIVITY ....-.. 1052-1053 
Temperature Controls ............0 1123 
Diol) gql si! 12) Peeeenwemererercerreee ee 1059 
Mlb sevcesevcesveseseesecessssecceeecteats 1072-1073 
WIP=OVeRa cess cancers: 1072-1073 
WOGQG|O e222 isceceeceseesetessesssesestreunuee NON, 
(AR EM le. deeeceseeccseseesnscssvite 1003-1004 
CARLING 
TECHNOLOGIES ........... 1004-1005 
ATION: ssccscscsscoreceueeceueess 1006-1009 
BEE C TRO SWIM CE re cxaccxnnanne 1009 
ES WINCH 1005-1006 
GRAYHILL ING....ccccceas 1009-1010 
HONEYWELL .c.cctscsnssnnes 1010-1012 
CUTIE Ts | lie reereeceere er 1012-1015 
NKK SWITCHES ........... 1015-1016 
ITE ING iccesccsnncssnvscceesnevnreves 1016 


SAFRAN LABINAL POWER 


SV SIMENIS ree eerseerreeress 1006-1007 
T-BAR/OLYMPIC 
CONTROESH earner 1016 
TE CONNECTIVUIY:-...-- 1016-1017 
WIEVANDIEWECTIRIG ©. .cc..csccce:: 749 
Vandal-Resistant 
BULGIN 
COMPONENTG....... 982-983, 1060 
E-SWIMCH Peers 983-984 
IMWESWIMGHES Hein, 984 
Voltage Selector.....ccccccssceenenes 997 
SYRINGES (i eeee 1250 
MCM PRODUCTG.............. 1578-1726 
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T 


TACHOMETERS 
(See Meters, Tachometers) 


TACTILE SWITCHES 


(See Switches, Tactile) 


TAGS, MARKING................... 645 
TAPE 
OM eeeeesesvreseaaes ceveeeeeeecssevstaveccrasrs 1572 
Acrylic Roan areeeeeer = 1306-1307 


Adhesive Transfer ...1303-1304, 1307, 


1572 
PAT NUIT ROE ceenennsewanceeececererrece 1306 
JAN Stati nese seeseewesennsrncenare 1319 
Duct 
SM aaiaiaiasssassasveeryers 1303-1304 
... 642 
Elecihicalee arr cc 1303-1307 
EMI/RFI Shielding.............. 1306-1307 
Fil Strap Ping) xc... sonwsnnnennnaecs 1308 
Habeling Waite nunc 653-654 
Packaging iccsccsccsrecss 1308, 1319 
PC Board Plating... sossnserennnaecs 1307 
Plastionbilttiierrscesccsceerervrers 1306 
Polyimide: Filttigss..:c.ccser-s- 1306, 1319 
Polypropylene. ccenceneres 1308 
Pressure-Sensitive........cccccc 1572 
PUR ES eeccrcsccrecsrssesssoseessviey? 1306-1307 
SOMA cccessaensevnvecuavousnuussnece 1305 
SUNIL Hite Percererereseaster reece 1306-1307 
SSG ORI USION acerca 1307 
TELECOMMUNICATIONS 
PRODUCTG................... 1229-1230 
TELEPHONE ACCESSORIES 
Adapters 
(See Adapters) 
Cable Assemblies... 551 


Extension Wire 
Jacks, Modular 

(See Modular Jacks) 
Plugs, Modular 


(See Modular Plugs) 
TELEPHONE ACCESSORIES 


(continued) 
MOSLONS eerccrststessssvssssvesstsessrressness 1229 
‘Thelelleccicnosscconccsurerrereceereevecrenerenite 1229 
WING Sees aussnarscrasseresseveroreaes 551, 592 
TEMPERATURE 
CONTROLLERS 
(See Controllers, Temperature) 
TEMPERATURE METERS 
EXTECH INSTRUMENTG............ 1426 
Ue ee rrassriarsruesersesssserermecomens 1426 


NEWPORT .... 1109-1111, 1142-1143, 
1166-1167 


OMRON INDUSTRIAL 


AUTONATION ee 1167 
TEMPERATURE 

PROBES 23 1111, 1426 
TEMPERATURE SENSORS 


(See Sensors) 


TEMPERATURE TESTERS 
EXTECH INSTRUMENTS... 1426-1427 
FUIR/SYSTIEMS een 1424 
UNI UL 1426 

TEMPERATURE 

TRANSMITTERG................. 1110 

TEMPERATURE/HUMIDITY 

TESTERS a seevese 1121, 1426 

TERMINAL BLOCK 

INTERFACES ........2...... 469 

TERMINAL BLOCK 

JUMPERS 
MARATHON .....--sssssssecesessssseesseeeee 435 
WAGO CORPORATION ........441-442, 

454 

TERMINAL BOARDS, 

TURRET 

TERMINAL STRIPS/ 

BLOCKS 


SYAU Il Oite rreecercecr reerereert opeprpsrpnosa5 178 


TERMINAL STRIPS/BLOCKS 
(continued) 


SCHNEIDER ELECTRIC ...........---- 440 

TE CONNECTIVIIN eee 457 

WAGO CORPORATION ........s000+0+ 137 

WEIDMULLER ING. .........000--+ 445-446 
TERMINALS 

Butt Splices ........... 474-475, 479-480 


Closed End Splices 


MULTIGOMP as:esssssase 474, 479-480 
PANDU IM csescsvecesseccesescscsstscestcess 494 
NE;CONNECTIVIIN eee 486-487 
Flag 
IM@UEXyissssssssssasessstccsese ses 492-493 
MMWIETIGOMP vrerscescesssescsscccesteces 474 
ME CONNEGTIVIIN eases 491 
Fork Tongue 
Fo Ml srcteerctocnmorsens ps caer aes 483 
MULTICOMP............ ee 477-479 
PANDUIT 
THOMAS & BETTS 
Hatake sercesswescctterec een 480 
OMlissssessssestesvsresestsssssssssessetesccts 481 
MULTICOMP..... 
Kits/Assortment «00... 171 
Lugs (EW) 
ITN TA acxwxacasersersesssssssensssszctccccers 496 
PGB Bata cecvecueevecvsrnecs 433-434, 503 
Pin 
MOLEX eerrevrss cootveascccuceurests 295 


Quick-Disconnects 

M@UEXG eee entree 492-493 

MUILTIGOMP «onc scsccsscsssseess 475-477 
Receptacles .........cceseeeeees 485, 491 
Ring Tongue 

3M 481, 483 


Ring Tongue (continued) 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


TERMINALS (continued) 
MULTICOMP...... 474-475, 477-478 


PANDUIe ee 494 
TE CONNECTIVITY .........-. 484-490 
THOMAS & BETTS............ 496-497 
els) (2) On one ELE 433-434 
Solder 
IGAMBION (2a eee eee 501-502 
MUETIGOMP ieee ea ce 480-481 
Solderless 
Fe] leer pecs errerereer eeeeeererecreree 483 
MOLEX) eevee: 492-493 
MUETICOMPRaeeeers cs 474-480 
TE CONNECTIVITY .........-+ 484-490 
THOMAS & BETTS............ 495-497 
Spade Tongue 


MULTICOMP...... 474-476, 478-479 


TE CONNECTIVITY ..........+ 486-490 
SBlICGS tan ee ees 479, 500 
WEBS iicasre 491, 496 
TERMINATION KITS/ 
ASSORTMENTG................... 1230 
TERMINATORG............... 396-397 
TEST EQUIPMENT 

ACCESSOTIES ..........cceeeeeeeee 1228, 1387, 


1411-1412, 1416-1417, 1419 


B&K PRECISION 
KEYSIGHT 
TECHNOLOGIES ........ 1353, 1378, 
1393 
POMONAG eerie 1412, 1415 
Arbitrary Generators ......... 135i), 1353) 
FUUKE ee eens 1351 
GWIINSTEK een ececce: 1352 


KEITHLEY INSTRUMENTS... 1353 


ME KURONXirreecencee ceases 1354 
Audio Generators... 1351 
Battery TeSters ....c.-cceeccoeccssesateees 1392 
Cable Testers..............006 1228-1229, 

1407-1409 


1228, 1407, 1409 


GREENLEE 


COMMUNICATIONS ..... 1229-1230 


Cable Maer. teccccccrecsscecerceress 1228 


1.800.463.9275 © Access the Entire Product Range at www.newark.com 
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TEST EQUIPMENT (continued) 


Calibrators 


FLUKE... 1428-1429, 1433- 
Pre@SSUIe .........eseeeeeeeeeee 1430- 
Process yer sceseersmn ce 1433- 


Capacitance Meters 

(See Meters, Capacitance) 
Circuit Testers .........cceeee 1263, 
Clips 

(See Clips) 
Component Testers 

B&K PREGISION i icccccccecesceses 

EXGEITA eceecceccccececcecesceceseeers 

KEYSIGHT 

TECHINOUOGIES Wircrrcecceseree=s 
Continuity Testers............. 1228, 
Counters 

(See Counters) 
Current Testers .........ccce eave 
Data Loggers 

DC Current (4-20 mA) .......... 


Temperature 


(Thermocouple)............. 1427- 


D@ikGadsiessse-cceccmecdccrces 1374- 


Decade Boxes 


(See Decade Boxes) 
Digital Multimeters 

(See Multimeters, Digital) 
|B) alot: eereere ener 
FIbGr-Optics cecerececescesesenes 1229, 


Frequency Counters 


(See Counters, Frequency) 


Function Generators...........:+++ 


1434 
1431 
1434 


1395 


1428 


1375 


TEST EQUIPMENT (continued) 


Milliammeters............:0+0+ 1381, 1390 
Multimeter Probes ............::::00 1418 
Multimeters 


(See Multimeters) 
INGEWOIIK, TOSEONS ccccccccancansannanaceee 1229 


Oscilloscopes 


B&K PRECISION.......... 1341, 1377 

EW Ese esccrecrecchsetesaremaaes 1377 

WEIN Se Kerazeaveceeesecenss 1341-1342 

KEYSIGHT 

TECHNOLOGIES .......... 1339-1340, 
1378 

PICO TECHNOLOGY 

HIMIMED esis ssecctcssscsevsevess 1343-1345 


TEKTRONIX......... 1336-1339, 1378 


TENA Bees reeereis 1342-1343 
Pattern Generators «0... 1351 
PGP TES IOUS ccscsenssessasscncnennsnennens 1228 
Power Analyzers .......:.0000. 1400-1401 


Power Meters 
(See Meters, Power) 
Power SeNnsOrs .......c:0s00 1121-1122, 
1355-1356 


Power Supplies 


VIN Sil Ke sceresecceececeecverseeress 1365 
KEITHLEY INSTRUMENTS ..... 1368 
KEYSIGHT 
TECHNOUOGIES ene 1370 
ROHDE & SCHWARZ............. 1372 
ProberKitsieccccae 1416, 1418-1419 
Probes 
(See Probes, Test) 
[BUDS Coe pe anewrrecrecrecrenn rer renner 1143 
Spectrum Analyzers........... 1402-1404 


TER - THE 


TEST EQUIPMENT (continued) 


Temperature Testers 


FRIRISYSTIEMS:sssscsssssssrsssssss 1423 


Test Lead Kits ....c.scscscsss 1416-1417 
ROMO NAG eerste: 1416, 1418 
TERS RIOIN DS. receravertsctsescneces 1349 

Test Telephones .........:..::ceseeeeeee 1228 

Thermal Imagers...........0++ 1423, 1425 

Thermometers 


(See Test, Thermal Imagers) 


Tone Generators ...... 1351, 1408-1409 


MORGUE TOSRORS eee eeceeeeeceecoese 1259 
Voltage !Detectons:-..-..-.:.ssssce-- 1265 
REI RI SVSMEMS teres cstereteres 1390 
UE er ecermraraine ae eacs 1265, 1402 
Voltage Testers. 12655 1395 


AMPROBE INSTRUMENT ..... 1391 


EPLUK EM 1265, 1390-1391 
Wine IWACONS i aizesweee ce 1228, 1408 
WIPCIMADPEMS -:..ccesecesteceresntsneeenene 1228 


THERMAL FILM......... 1570-1571 


THERMAL IMAGERS........ 1424 


THERMISTORS 
Glass-Encapsulated .....cccccccnsss: 690 
NTC Disc 

AMEMPERM ee eerecceeeee 688-689 
(AMPHENG eer ree ere nentes 690 
EPCOS wasn ees 689-690 


NIG Surface MOUNt nee cresceserees: 1107 
PANASONIC. .cccccsccncncnceccens 1111 
i ela) deereerec eereerecrer re 692, 1111 


ON ae ecncesecenserservs 1416, 
ATE NIA pcs cs cte ee aeescoatecoereret cas 
Aisi crceccereesverververven cere 1416, 
LOY ONS xacccsaczccecesessessesescceccecnscncons 


Light MStens vcs vcccccrsccesccexcexvecssses= 


Megohmmeters.........:::ccceceeeees 


SC Se iin sinetiraciet ttre 1322 
Strain... 1110, 1143 
Switch Systems.............. 1847, 1858 
Temperature 

FU Bo ccccecreccar rere 1426, 1428 

INEWWIRO Rillieserecenceceereceeseccscoes 1143 


Probes ae 691 
Sensors 
AMPHENOL ...---sssssssssssssseeeeesee 691 
VISHAY.......02++ 691-692, 1111-1112 
THERMOCOUPLE 
CALIBRATORS. ................... 1428 


THE - TOO 


THERMOCOUPLES 


Plugs/Jacks 


(See Connectors) 


THERMOMETERS... 1386, 1422, 


1426, 1428 

THERMOSTATS ................... 1123 
THYRISTORS 

(See , Semiconductors) 
TIE MOUNTS 

MULTICOMPE eases 643, 658-659 

PANDUIT 644-645, 660-661 
TIES, WIRE & CABLE 

(See Cable Ties) 
TIME-DELAY RELAYS 


(See Relays, Time-Delay) 


TIMERS 


Accessories 


OMRON INDUSTRIAL 
AUTOMATION 


OMRON INDUSTRIAL 
AUTOMATION............0. 1136-1137 
TE CONNECTIVITY....... 1150-1151 


Digital 
PUT ONG GS aesces ses eneasensennesaceece 1133 
EAGLE SIGNAL............. 1139-1140 
IDEC Sarees cater ee, 1135 
OMRON INDUSTRIAL 
AUTOMATION...........05 1136-1138 
Interval 
ARTISAN CONTROLG............ 1133 
EAGLE SIGNAL scccc.... 1139-1140 
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TIMERS (continued) 
Interval (continued) 


IDEC Re ern 1136 
OMRON INDUSTRIAL 
AUTOMATION...........004+ 1136-1137 
Programmable 
CROUWZ EM rrnnnscenssnses 1134 
EAGLE SIGNAL............. 1139-1140 
OMRON INDUSTRIAL 
AUTOMATION..........005 1137-1138 
RED LION CONTROLG.......... 1144 
REG GING is teeceescereeeveceeeeeeee 1136-1137 
Solid-State... eceeeeeeseeeeeees 1137 


TIPS, SOLDERING IRON 


AMERICAN BEAUTY ...........0008 1205 
1 ILO Bee reeneeeeer er rrPPrrerrrterer 1211-1212 
AEE cnnannaeaaccaccaccacrrarscasss 1212 
TNC ADAPTERS 
(See Adapters) 
TNC CONNECTORS 
(See Connectors, TNC) 
TOGGLE SWITCHES 
(See Switches, Toggle) 
TOOL STORAGE 
PRODUCTS. .........000.... 1302-1303 
TOOLS 
IASSOMDIV i wsencenecceecevectserenreer eens 363 
Balancers, Torque Tool ...........+++ 1259 
ADAM EQUIPMENT...... 1438-1439 
PUI CO se sssssuecsersccscsscrsxssexsencyys 1261 
ENA OS reese 1238 
Brushes iicissvccs 1255, 12i67 
Bulb Installation/Removal........... 1251 
Cable Strippers 
(See Cable Strippers) 


Cable Tie Installation 


[NAG] WES Goerreecrereecrecccnerosperer poaaasss 508 
WUTC CH eer eee ee 666 
PAN DU titererverervereceeeeeees 666-667 
ACE UME cerccsrsssssssssessevesssveestssss 667 
Calipers. ces 1435 
Circuit Trace Cutters.......... 1231-1232 
Clamps eetecctssesssvssseese rate 1288-1289 


TOOLS (continued) 


ICOMPFOSSIOM sescccscccscecseccsccesccnsecesee 430 
Connector Installation...........2..+ 196 
Cordless Driver/Drills ..........:0++ 1265 


Cordless Screwdriver 


ACCESSONES sense teers casei 1268 


Cordless Soldering Irons 


Procuint index... ucts 1208 
WELLER 
Crimp 

OM \ssssssiesstesetescstescnneseeereecvieee 484 

AMPHENOL 
AMPHENOL FCI... 
AMPHENOL I 
NDUSTRIAL...........00 334-335 
AMPHENOL PP............ 402-403 


AMPHENOL TUCHEL ......... 335 
ANDERSON POWER 


PRODUCTS ccncsececcnners 308 
JAVIEINGttstssccssstsstasttsrssssssccararisas 506 
BEUDEN CABLE enecracatar 430 
BOMAR INTERCONNECT ....... 221 
DUIRATOOUT scares 241-242, 244 
GREENLEE 


COMMUNICATIONS ... 1230, 1239, 


1242-1243 
PEA RAUTIN KC eccerccoccorecerecnersu renin 315 
GUAR Nisrsssesesccssssrssssrsrenrsreraees 161 


ITEC N© Nieieeeesersenseeesessesrsees 356 
JONARD INDUSTRIES........... 1226 
KEEINMOOES aaenssnaies 1241 
KNIR EX nanan) 1241-1242 


MOLEX.....171, 287, 290, 294-295, 
305-306, 493, 508 


MMLC OMPAetessrssrsssstsarscaas 1242 
AND llitcenscenccseresnrecsiscanats 495 
SOURIAU eaters scat srtre 376 
ME; CONNECTIVITY ferrcces 144-145, 


151-153, 215-216, 242, 244, 269, 

272, 275, 277, 280, 326-327, 376, 
402, 406, 489, 506-508 

THOMAS SIBEMSi cesccsseuee 506 

TROMPETER ELECTRONICS, 

ING Reece 

PACTS NITE sco sscooscpoocnascooasnaennenns 1243 


COMPFESSION its:seseesessteree tierce 430 


Cutters 


(See Cutters) 


DentaliProbes csc ccccecercescereeee 1255 
DiC’ Sete ees 506 
Drill Bits 


(See Drill Bits) 


Drills 
(See Drills) 


Driver/Drills 
(See Driver/Drills) 


D-Sub Connector Application ...... 489 
[wie Wiig cs \cll/2.1(0] epee reper ere erererererer 642 
Extraction 

(See Tools, Insertion/Extraction) 
Extraction/Insertion 


(See Tools, Insertion/Extraction) 


FlGS ee 1255-1256 
USO IPUINGNS ferrets 1251 
FIAMMGIS).s cccrecccsre eenauteesrceseceve 1258 


Heat Gun Accessories....... 1223-1224 


FIG DIIVerSs iccccccsceremsieceeee 1230, 1262 
Hex Keys 
BONDE WS ier irs 1258 
DURATO OL rn enccuccercesrsreees 1262 
RY Neeererrerrenererecrerececee 1262-1263 
[IG  EXtA CHOW ivecccremenemmassanaes 1193 
Insertion/Extraction 
Circular 


[SISO 2 Recea see esrareeeeere 242, 244, 247 
Ceeererreaeerar rrr eeT TEs 1193 
PC Board 
BIRMGHER Gz ccevcesteeeticce: 1519 
MOLEX (aanieiecrreesuiieinis 171 


TE CONNECTIVITY ...... 146-147 

Pin and Socket 
JONARD INDUSTRIES....... 1251 
MOLEX Sicenccness 287, 290 
TE CONNECTIVITY .... 269, 272, 
277, 280 


PRC C Ree tes 1251-1252 
Insertion/Extraction (continued) 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


COMPFESSIOMN: «...cacssosessesseseesseannnnnn 430 
FRAOK AMC! PANN scasccccnennenasecencen 315 
Ruseeee 
Lo 15d lesen reccerorcceent rete menor 1283 

[Ine {erste tol a Maserereereeerresesasarcrecrr 1435 

Installation ees 376, 667 

InSUlateGe eer 491, 1248 

Kits/Assortments 
Gable za svecsecececserseeseseeseszseviewee 1259 
Chine TOONS: oe res 1230 
FEO Geeceeceeceeneencenecnteeeeec 1231 
Electronic Service Tools........ 1229, 

1231, 1237 
Insertion/Extraction Tools ...... 1252 
| Laie (0 y= Bppeeppepepeeaneenennect er 1231 
INGE PIONS in sccsccsaavecrecrenennuninse 1227 
Pliers ... 1227, 1230 
Screwdrivers ....ccceee 1226-1227 
DOPKGE MOONS scecencanensesnecccre ss 1230 
SOMGSTING: TOONS. .a.cccascascascccncxn 1231 
Telecommunications .............. 1250 


ockingiPliotswii neces 1226 
Magnitionsvi fete es 1289 
Measurement .....:0ccccsees 1438-1439 
WC ROUMOL OU S ererere e neermnne ee 1436 
Microscopes 


(See Microscopes) 


Mirrors, Inspection.............0:: 1289 
Modular Plug Termination...... 215-216 
Multipurpose 
JONARD INDUSTRIES........... 255 
INETIN OOS hae eeerersevere. 1241 


KNIPEX: 


Nut Drivers....1225-1228, 1230, 1235, 


1265 
PC Board Workstation... 1312-1313 
Pit VISG@S iicecccccecccsteseeessrecss 1231-1232 
PLCC Insertion/Extraction............ 122 
Pliers 

(See Pliers) 

FBROL eG PICSE ce cecee cece aenccnccnccnaceereere: 1255 
Probes, Soldering... 1255 


Product Index 


GOIMPFOSSIOMN <x<cccscevssenseeusssesscesseass 430 
PunchilDOWicscrssccrsece 1263, 1266 
Rivet Imstallation ...cccccccssssss200050 642 
FOUN) PURCHOS oc ceccncceccessssssssss 1257 
SCISS OG yincccec cc ceasce ecco sssessess 1249 
Screwdriver BitS.....0ccscsssees 1268 
Screwdrivers 


(See Screwdrivers) 


SHOONS vccaassassseeeess 1248-1249 
NOMIPS oases tlschiecscsessesseaewensnerserices 1245 
Soldering 


(See Soldering Products, Tools) 


Step) DrilliBiiGetereereeret sree 1267 
Stripping 
BELDENICAB Etre -.cscsecrrers 430 
JONARD INDUSTRIES........... 1226 
IN EXC eee eet eeee eerrenenrce 1238 
MASS MIGCASUNOS oe cecceccuersssssssssese 1256 
IRIE) to) gT=eprcereceretsermecmaceaa as 1243 
Termination 
JONARD INDUSTRIEG........... 1263 
PANCON CONNECTORS ......... 196 
PANDUWII serssssceserssseressvsesesessesees 220 
TE CONNECTIVITY.......... 149, 151, 
216, 247 
THOMAS SAB EMM Siero 506 
Torches 


MASTER APPLIANCE... 1207-1208 


STIEINEL wscasaxcassancmsnassssscveesers 1204 
AVES LETHE Ree eeeeroreeeereerecces 1208, 1224 
Torque Screwdrivers... 1259 
Torque Wrenches...........+5 1258-1259 


[2G SIN Fan sea eae se sessga gS 1254 
WEEE RG ricerca 1205 
rer ececcececcrrrcr a sennraios 1254 
NaCoUn FaANnGllitiGgise..<..ssssssescer ss 1220 
Vises 
URANO Ore reece 1313 
GENERAL TOOLG......... 1231-1232 
PANAMISE ccscccsscssccssss00s 1312-1313 
NAVEL RES oveenetrcenn ce sescstcacecesey 1220 


Wrenches 
CRESCENT 
JONARD INDUSTRIES 
KLEIN TOOLS 
KINIPEXS eerie: 


Control 


Current 


Distribution 


Enclosed 


Compression 


Wire & Cable 


Cutters 


(See Wire Cutters) 


Knives. esse eter 


Strippers 


(See Wire Strippers) 


Tie Installation 
(See Wire Tie Installation Tools) 


Unwrapping 
(See Wire Unwrapping Tools) 


Wrapping 


(See Wire Wrapping Tools) 


TOUCH SCREENS ....1148-1149 


TRACERS 


TRANSCEIVERS 


Chassis Mount 


HAMMOND 


Constant Voltage 


Donut Current 


Hospital-Grade 
Industrial Control 


Isolation 
HAMMOND 
MULTICOMP 


TRIAD MAGNETICS 


TRIPP LITE 


TOU - TTA 


TRANSFORMERS (continued) 


ition F ssvaivccsscsessssevevcvevsee 874, 880-881 
Line=AGjUStING Se ccccececsccsssseseeesee 877 
PC Boards. 874-875, 877-878 
BOC Ka srertrrrsscrreeerr iirc 879 
HAMMOND rites ese 873, 883 
TRIAD MAGNETICG.......... 883-884 
Plug-In 
HAMMOND..............-. 874, 880-881 
TRIAD MAGNETICS.......... 880-881, 
884 
Pottableivsssrssrcsrcrsetseers 886-887 
POWOM isis ssssessssessctse 874-875, 877-878 
HAMMOND..............-. 872-873, 884 
TRIAD MAGNETICS.......... 877-878, 
881 
RSJ elliWl 210] 6) | ileseeereteeeeeeeeeereccaccet 872-875 
StOP=DOWIM iiss ceseceeeeveessszesss 874, 880 
Step-Down/Step-Up.............. 880-881 
StS p= Pie seca ccsstesseesrezss 881 
Telephone Coupling...........::.::0+ 884 
Toroidal 
HAMMOND ........ cee 873, 884 
MULETIC OM Perce cess 884-885 
TRIAD MAGNETICS.............0044 885 
NarlADIG 32 ss ssccccseseeve re esevixssitns: 886-887 
TRANSIENT VOLTAGE 
SUPPRESSORS 


(See , Semiconductors, Transient 

Voltage Suppressors) 
TRANSISTORS 

(See , Semiconductors) 
TRANSITION 

MODULES .........0..ccceeeoe 469 


TRANSMITTERS 


(See , Semiconductors) 


TRIACS 

(See , Semiconductors, TRIACs) 
TRIMMER 
POTENTIOMETERS 


(See Potentiometers, Trimmers) 


T-TAP CONNECTORS 


(See Connectors) 
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TUB - WIR 


TUBING 
Corrugated 
MIU IE GO MR reeceeesectercesccccscsees 617 
PANDUW ee deeevesscesessusieies 618 
MHOMAS S&C BEM| Sascssc 528 
Expandable: tiiiiiccrcsccccsscxvecvsss 634 


Heat-Shrink 
Bel! [SERRE ARTERY 629-630, 638-639 
(ALPHA N\WIRES sscccctncsce- 631-634 
MULTICOMP-...... 626-629, 637-638 


TE CONNECTIVITY ........... 632-637 
lnstilating esse 619-620 
[iqUiGHIQhtSseeeseeerrreere ee 618 
Shielded, EMI/RFI..........0..0.+. 617, 638 
Spiral Wrap 618-619 
Split-Loom 617-618 

TVS DIODES.......00.0.00. 68-69 
TWEEZERG................... 1253-1254 
TWINAXIAL CONNECTORS 


(See Connectors) 


MCM PRODUCTS............. 1578-1726 
U 
UHF CONNECTORS 
(See Connectors) 
UNINTERRUPTIBLE POWER 
SUPPLIES 
Computer 
ol EERE eee ecenrrntoer ner berceceee eee 827 
EATON peztcezccacszestansacsaneonees 829-830 
SOLAJHEM-DUTY vesccccssansensnnnen 833 
Utes carl Bl S Bes eeeeteceemenccnee rs 830, 832 
Hospital-Gradenivcircstseisscrecrers 831 
[NUSUTIKS) Reeeeocenticnannenanacnennenenseaecceacds 830 
LAN-Compatible........c000 827, 830 
ine=InieraChVerincrcrrcss..: 831-832 
Network 
..829-830 
830-832 
LO eae Beer ene eneeereereeteeree 832-833 
[sire 6).910 (2 [Dt eeeesemeeneeercercercer rs 827-828 
UNIVERSAL 
BRACKETS... eee 1247 
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Product Index 


UNIVERSAL POWER 
SUPPLIES..........0..0.00000.. 805-806 


UNIVERSAL 
PROGRAMMERS 


(See Programmers, Universal) 


UPS 


(See Uninterruptible Power Supplies) 


USB CABLE ASSEMBLIES 
AMPHENOL.........0:::-00000 224-225, 537 
BULGIN COMPONENTS............++ 227 
MULIGOMP ee 536 
STORM INTERFACE.......... 1058-1059 


MESCONNECTIMIMN Gc esercesessssases 200 


USB CONNECTORS 
(See Connectors, USB) 
UTILITY BOXES 

(See Boxes, Utility) 

UTP TERMINATION 


MCM PRODUCTB............... 1578-1726 


V 


VACUUM 
ACCESSORIES .................... 1331 
VACUUMG..................... 1220, 1331 


VECTOR DRIVES.......1174-1175 


VENT PLUGS.........00000000000... 1278 
VENTILATION DEVICES 


(See Fans and Blowers) 


VIBRATION SENSORS 


(See Sensors, Vibration) 


VIDEO CONVERTERS ........ 208 
VOLTAGE 
INDICATOR.G................ 1145-1147 
VOLTAGE METERS 


(See Voltmeters) 


VOLTAGE MONITOR......... 1144 
VOLTAGE REGULATORS 


(See , Semiconductors) 


VOLTAGE SENSORS 


(See Sensors) 


VOLTAGE TESTERG.......... 1391 


VOLTMETERS 
AC 
EUUKES enessnes 1390-1391 
MURATA POWER 
SOUUMONS Fass 1144 
RED LION CONTROLG.......... 1144 


SIMPSON ELECTRIC 


ICOM RAIN enesincssites 1128-1130, 
1145-1146 

TRIN TEER cearrerecncrerecsannrernca 1147 

DC 

[UU NS rerecccsesernenerneninedesamarnaiars 1391 
MURATA POWER 
SOLWMONS Perce rsrrceueeceeee 1141 
NEW PORI cescncssssssssnsterrsesrrses 1142 
RED LION 

CONTROLS Srrsssrssssssrsss 1144-1145 


SIMPSON ELECTRIC 
GOMPBANN iitsccsrssrsessrsrss 1145-1147 


MRWMEMER Feececereeeee eee 1147 
Digital 
PLUK ites sincssscersrcerereerecesteresss 1391 


Panel Mount 


MURATA POWER 


SOLWMONS Sircsestienrsensas 1144 
NEWRORiesrnantrassssaness 1142 
RED LION 

CONTIROES Sianaatnsrn. 1144-1145 


SIMPSON ELECTRIC 
COMPANY cassnusiicsstisssrassnsess 1145 


TRUMETER .....ssscccssssescessssees 1147 

VOLT-OHM 

MILLIAMMETERS 

(VOMS) 22s 1389-1390 
MCM PRODUCTS............ 1578-1726 


WARNING DEVICE 
ACCESSORIEG.................... 1184 


WARNING DEVICES 
Audible 
EDWARDS SIGNALING 1180, 1308 
MALL RV Geeeceseree ee 112 
Audible/Visual ..............0+ 1184-1185 
EDWARDS SIGNALING........ 1180, 


[RIOTS tecnorecnornsinrmsanrdécsconpscopececocccn 1180 
Lights 
(See Visual) 
(SIG [prs Loti wes aes Saaaaeaaeaaosaeererreeerenreeten 1183 
WIGUA esscsscsscssessesssessvsrzereee 1185-1186 
EDWARDS SIGNALING ......... 1183 
LeU UN Seeds ld acess 1184, 1312 
SCHNEIDER 
1s I 7) LO eee Seeger y 1185-1186 
WASHERS. .......000...00... 264, 1288 
WEATHERTIGHT 
CONNECTORS 


(See Connectors) 


WIPES 
CHEMTRONICG.........sccsscsssesseeoee 1309 
DESCO)INGM ee 1325 
MUETICOMPSe es 1310 
TECH SPRAYA. cae 1275, 1310 

WIRE 
(See Cable/Wire) 

WIRE CLAMP6G................ 642-643 

WIRE CLIPS... 644 

WIRE CONNECTORS 


(See Connectors) 


WIRE CUTTERS 
DURATOOM ee ee 1245 
EPREM sat.aceccsesssssssssstssssssset 1246-1247 
GREENLEE 
COMMUNICATIONG.........0000-000- 1238, 


1240-1241, 1243, 1248 


IE Are eienecsracuarseneraccncessess 1237, 1248 


1237-1238, 1249 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


WIRE CUTTERS (continued) 


KEEIN TOOLS is: ... 1239, 1241, 1244, 
1247-1248 
KNIBEXGnciien ern nant enenes.: 1247 


JONARD INDUSTRIES CORP..... 1238 
PWANO i eisesrrsretscrsieeeerstiis 1249 
MEICONNECG MIM WN et reece. 507 
MHOMAS Ce BEMMS vesccccccceeeeeesre=es 497 
ACELIME: tccsscpesrcencorenvsesrecesceresrere 1245 
WIRE LABEL 
PRINTERG................00 648, 655 
WIRE LABELS 
(See Labels, Wire) 
WIRE MANAGEMENT 
PRODUCTS 
Cable Connectors... 529-531 
Gord! Grips srsssssesisrsere seers 531 
Sleeving 
PAUP ACI Scescrcesceeeceses 474, 622 
MULMICOMP eierccrcc<: 617, 620-621 
TE CONNECTIVITY 
Strain RONCS....cc.senenwncesessese 
TUBING Beer: 630, 632-633, 636-637 


WIRE MARKER CARDS....651 


WIRE MARKER PRODUCTS 


Books 


[eyalN PIN hi liseereneererececeececeereccereccere 654 
THOMAS & BETTS........0::00 654 
Markers 
OM iiiessscssssesseisireiirersieeiin eee 645 
BRADY WORLDWIDE............... 648 
GING Hie cscsissssssstsssscssesresssroseurece 433 
PAND W liltercreeeezeveesereesesceres 653-654 
TE CONNECTIVITY.......... 635, 655 
THOMAS & BETTS.........:0 654 
RenSutivrrissrcser iis 646, 665 
FARMS cssssssaseancescaeeeeree 648-649 
BRADY WORLDWIDE......647-648, 
650 
MEYCONNEGIINMING ccsccseseesesees 655 
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Product Index 


WIRE MARKER PRODUCTS 


(continued) 
SUIS ae cece secacsedadsccc etna 654 
Tags 
BRADY WORLDWIDE............... 648 
Level ie, BIW eke ee reece cen ener aera 645 
TE CONNECTIVITY xxsesrsenccsees 655 
WEIDMULLER ING. cccccccccscccnces 445 
WTO NOMS ie cccecce re resersceseeeecee 648-649 
Sa Ee Cercereereer ee ees 645-646, 1304 
BRADY WORLDWIDE....... 647-648 
WIRE MARKER 
SOFTWARE .......000.. 648 
WIRE MARKER TAPE/ 
DISPENSERG.................. 648, 653 
WIRE STRIPPERS 
oN :.¢ 1238 
eee eee 1241 
GREENLEE 
COMMUNICATIONG.......... 1238-1240, 
1243, 1249 
ND EA Ls sacecceecerczeczczecs 1237, 1239-1240 


REE IINIMOO ES ieercsecscersssece 1239, 1241 
[INTEL Gee raeasacececccscccceccttntntthk 1238 
NMG EE Keer creer srsrsrssrearceseeritees 508 


OK INDUSTRIES DIVISION OF 


JONARD INDUSTRIES CORP... 1238, 


1264 
TE CONNECTIVITY....seesscssesseeetees 507 
THOMAS & BETTS .....eesessssssseeeee 497 
TROMPETER ELECTRONICS, 

[INCE Yeeeees cece sreeeeeccec cate roots 412 
WIIACiirirerrssreersrt ose 1238 
pel =U =speeree eer 1239-1240 

WIRE TIE CLAMPS AND 

CLIPS arise tert 643 

WIRE TIE INSTALLATION 

TOOLS ae 666-667 

WIRE TIE MOUNTS 
MULTICOMP.......---sees 643, 658-659 
PANDUW Wee seeeteeerecerrcerc 662-663 


WIRE TIES 
MULTICOMP......-:---eeee: 656-659, 666 
ANID ieeerecceer eee 660-664 
THOMAS & BETTS ......eseess-+ 664-666 

WIRE UNWRAPPING 

TOOLS: ess 1264-1265 

WIRE WRAPPING 
ALPHA WIRE .......ssssssssseeeeeeeeeeesees 618 
BELDEN CABLE .....---::s- 613-614 
MUTI GONE eee 617 
PAND UW ietersctererscrzerrrrerrer 618-619 

WIRE WRAPPING TOOL 

BITS/SEEEVES 1264 

WIRE WRAPPING 

NOQOLS Aaweataaraeccnce 1264 

WIRELESS INTERCONNECT 

PRODUCTG................. 1161, 1167 


WIRELESS RECEIVERS... 982 
WIRELESS 
TRANSMITTERS.................... 982 
WIRE-TO-BOARD 
CONNECTORS 


(See Connectors) 


WIRING DEVICEG......... 509, 526 
WIRING DUCT EMI NOISE 
SHIELDS oe 641 


WIRING DUCTS 


IVAUI LET @ NA eoeererseeeeereee ene 639-640 
PANDU Mitre tercrtisrssce 640-641 
WIRING GRIPS.............0000.... 531 
WIRING RECEPTACLES 
HUBBELL WIRING DEVICES .......526 
INSUITETHI GG NA Pp ee eetecczere reese ceesceseeeeeee 512 
QUAI Keer erreiraer ete 515-516 
TEC ONNEGT VIM ereereersee> 512 


WIRING SYSTEMS....1156-1157 


WORKSTATIONS ...... 1313, 1315 
WORKTABLEG...................... 1313 
WRIST STRAPG.......... 1329-1330 


TOO - WRI 
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IV eee 119, 255-256, 481-484, 534, 
1269, 1293-1294, 1296, 1298, 1319 


Absorbents . ... 1295-1296 
Adhesives ... 1269-1270 
Bumpers 
Cable Assemblies .........:.::ccccee 534 
Cable/Wire ......... 593-594 
Card Ejectors.. pal25 
Caulks......... 1296 
Chemicals... 1269 
Adhesive Removers ..........::+6+ 1269 
Adhesives..........-. 1269-1270, 1572 
Cleaners 
Degreasers 
Flux Removers. N22 
Slo) love dl Sngssrerreeereeerer: 1295-1296 
[El of 0) a iserrenrrterrcerreerrerra yy yeTe 1269 
NSAI NOMS oo exscesensemeencreces 1309 
Connectors ...125, 183-184, 259, 471, 


500 


2mm PC Board Mount 


SOCK GIS revcerreceeseesicerarss seers 
Assembly Heads 
Backplane we 
Breakaway Headers...........:0 140 
Butt Splices:s. easiest. 481, 483 
Cable Assemblies ..........:::00 534 
Car) BAGO eccscnnsccsncsncsannenne 125-127 
Communications 471 
Pree 3] 
255, 259 
D-Sub Cable 
Assemblies.... mel O=2ii 
D-Sub Junction Shells .....211-212, 
259 
Electticale sss 471, 500 
Flat Cable 188-189 
Fork Tongue Terminals............. 483 
Headers..........+ 139-140, 183-185, 
187-188 
Heat-Shrink Terminals.............. 481 
IDC 
Flat Cable ............. 183-188, 212 
Ribbon Cable........184-185, 212 
Wire Mount........... 184-185, 471 
IDC Strain Relief Covers ...184-185 
Intraconnectors reno WT 
Intraswitches ces WMS 
tinction hiellSiarcassseeee 211-212 
Memory Cards 
Military Index............. 430-431, 471 
Mini D Ribbon ............006 211-212 
PG BOaiG cere us 186, 210 
Receptacles iivavcscccccscceeevies 185 
Ribbon Cable 
Cable-to-Board ............ 183-184 
[|B] @-eeprerereerrreyr verry as 183-184, 212 
WE) encsacadaracsanacaamnnnxnnnnnnsey 211 


PC Board Mount........... 183-184 
Wire Mount... 183-184, 186-187 


Wire-to-Board............... 183-184 
Ring Tongue Terminals.....481, 483 
Sockets 

DWal[ROWireecceseee: 183-184 

IG 184-185 

PC Board.. cece INEM 
Splices 2 481 
ST®-Compatible............... 430-431 
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3M (continued) 
Connectors (continued) 


nlerminalS rcs 481, 483, 500 

-» 481 

471 

500 

Wire Mount..............000eeee 185, 187 

Wire-to-Board ...............++. 184-185 
WIKI i coerce eereses 


DOGOASONS viciciecccssccesseevseeceeszeess 
DiSCOnneCts ese emerr ee 
EMI/RFI Shielding Tape .. 


Epoxies .... 

Fiber Optics... 

Fire Barrier Products............0+ 1296 

Pig aale ne ivcccccececoeusaess 593-594 

Headers 
Board-to-Board 186 
Breakaway..... 140 
Dual-Row .. eo) 
Ejection Style .... 183-184, 187-188 
Four-Wall... ... 185-186 
TOW= Profile teesscseesseeeese cere 185 
Military Index............. 183-184, 186 
PO BOA acc crensenareeeeeess 183-185 
PA sccccmcnsnnssonveeveviasaasnsstes eek 139 
Shrouded........... 183-184, 186-188 
Surface Mount ...........00 185-186 
TMU FlOle Pesseserceeceerseese 
Wire-to-Board 

Heat Sink Accessories...........0+: Ee 

Heat-Shrink Tubing............-+ 629-630, 


638-639 

Heat-Shrink Tubing Kits......... 638-639 
Identification Products 

Wire Marker Products ...... 645-646, 


1304 
Kits/Assortments ........-:.::0+ 638-639 
Mastic Pads... .-. 1304-1305 
Military Index . . 130, 471, 484 
POMS trans iecrscaticaseeeceeseeeeceeeceese 1269 
Protective Bumpers............:::++ 1277 


Respirators 
Safety Products . 
Safety Wear... 
Dust Masks 
[e(inalV i Sxcecceeeccreceeeerececes 
[el pollUle Sevteccrereteeeeeeceterce 
Racoishioldstreccsariececcn 
(CIES perrererererenrererertere 
Goggles iirc 
Luci 218 fo Pereeererrerer re rerrerrer epee 
Shielding Products ............ 
Sockets, PC Board. ...................00 
Solderless Terminals. 


SplICeS Hii wii setees essere 
Static Control Products .............. 1319 
ST®-Compatible Products ....430-431 
Le lelelernnerirerrecreceeeeeeeeecertrceeeceereern ney 4 
(NO NAC TROT cecececececeeecee 1306-1307 
Adhesive Transfer......... 1303-1304, 


1307, 1572 


-.. 1303-1306 
1306-1307 


Electrical... 
EMI/RFI Shielding 


Lig Libs 14 (> 5) 2] (6 JeprePeprrprrpre er epe een 1308 
Packaging ........ 1308, 1319 
PG Board PAU sss ssssevercceves 1307 
[sale VioH ENG eeeeetere rerrrerrerr erences 1306 
Polyimide Film.............. 1306, 1319 
Polypropylene ............::::c+ 1308 


3M (continued) 
Tape (continued) 
Pressure-Sensitive .............+. eZ 


Terminals 
Closed End Splices...........000 500 
Fork Tongue 
Heat-Shrink 
Ring Tongue 
Solderless 
Splices.... 


Tubing 
Heat-Shrink....... 629-630, 638-639 
Wire Marker Products 


Books 646 
Markers .. 645 
Pens........ . 646 


...645-646, 1304 


AAVID THERMALLOY ...... 1572 


IGhemicalsinovievccsecsseesseesesssess sre 
Heat Sink Accessories 
Kits/Assortments........... 1569-1570 


Mounting Hardware ...... 1569-1570 
Thermally Conductive 


(AGh@SINGS fewer lore 
Heat Sinks... 
InsulatorSirsreeci ne 1559 
Semiconductors 1560, 1570 
Thermal Film 


ABB.......895, 928, 940, 952-954, 985, 
997, 1073, 1170, 1175-1176 
Cable Assemblies 


Relays, Current Control ........... 927 

SWitCheseivanveees 962, 1038 
ABBATRON 

Standoffs, PC Board.......... 1284-1286 
ABRACON .....0000 ee iti 
ACL STATICIDE................... 1321 
ADAM 
EQUIPMENT ................ 1438-1439 
ADDAY 2 ees 1543-1544 
ADVANTECH............... 1161, 1167 
AEMC 

Analyzers 

Megohmmeters 

Microhmmeters...........-..:c:scece 1393 

Ili littentaya [incl xqeeeeeeeeeeeesceee eee eeeeeeees 1379 

Multimeters 


AIM CAMBRIDGE.................. 544 

AIMCO ne eae ateae 1261 

AIM-TTI INSTRUMENTS 
IAMAIWZONS cisvcsvsssussesceeseeessceseeeereeres 1402 
Bench Power Supplies ............... 1363 
GOMOPALONS easccseeaceceteeesereereeereeees 1350 
Military Index . 1363-1364 
Power Products. ... 13863-1364 
Spectrum Analyzers..........0c0 1402 


AIM-TTI INSTRUMENTS (continued) 


NestEquipmMentircrescsscscsrcces 1402 
AIR PAX ee rccenerrnr 749 
AKRO-MILLS 

Boxes... 


Storage Products 


ContainerS...........seee 1300-1301 
Military Index...........00 1300-1301 
Tool Boxes/Chests ........::100 1302 
ALPHA WIRE ................. 558, 576, 
579-580, 584-585, 590, 624, 631, 639 


623-624 


ECE cucccuususuucsesstuscsesssdsece rte ears 590 
Cable/Wire .. .564, 595, 597-607 
600V....... 7De2 
Automation 553 
Broadcast.. soy 
Category 5e. 576 
Coaxial .......... . 590 


Communication........ 552, 557-568, 
570-571, 576 


SOMDOSUGE iri ee 552 
Controle 552-553, 557-572, 
574-579, 581-584 
Data 561, 572-574, 576 
Ethernet se 576 
Plato ey rneeeeee eer eteees 595 
Flexible............. 552, 571-579, 590 
High-Temperature ........... 564, 595, 
597-601 

High-Voltage .... 


Miniature 
Multiconductor 
Industrial... 572-573, 577-579, 


581-584 
Microphoneeessssssaceneres 552 
RIQAUMN i iscrsssc eee 558, 562 
Shielded............... 552, 557-559, 


561-568, 571-575, 577-578, 
581-584, 590 
Unshielded ..........:.:04+ 563-564, 
569-570, 572, 575-576, 
578-579, 583-584 

Multipair 
Industrial....... 553, 573-574, 576 


Low-Capacitance as 180) 
Non-Plentititeessssscsst 590 
Shielded............... 553, 559-561, 
570-571, 573-574, 576 

Wmshielded 5... teereene 576 
INGtWOMK ster tesctestseescesseessereneeeee 576 
Process! Comtnolieesssecceneenceneees 584 
Ribbons: 595 
RS-232... 570 
RS-485... 552 
Silicone... 595 
Twinaxial. pn ele) 
Connectors .... PO2T-O26 


Expandable Sleeving............ 
FIQU GANG ie ees 
Heat-Shrink Tubing............... 
Heat-Shrink Tubing Kits.. 
Shrink Tubing 631-634, 639 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


ALPHA WIRE (continued) 


Sleeving 
Electrical 
Expandable... ee 
Spiral Wrap Tubing ..........:::ee 618 
Tubing 
Heat-Shrink... 631-634 
Liquidtight 
ES) of feel AW (el ©) x acconcnocccoeererrrererepren 618 
Wire Management Products........ 474, 
622 
Wire Wrapping ..........::::cesceeseeeees 618 
AMERICAN BEAUTY ........ 1205 
AMETHERM...................... 688-689 
AMPERITE 200.0000 1177 
AMPHENOL 
AMPHENOL ADVANCED 
SENSORS uactucttscsce, 1094, 1112, 1124 
Humidity Sensors/Testers...... 1120 
Sensors 
Humidity ... 
Infrared 
Photoelectric ... 
Pressure 
Temperature 1120 
Thermistors ... 691 
Thermistors .......... ...690-691 
AMPHENOL AEROSPACE.... 282, 343 
Connectors 
Cireulatieecese 
Contacts 
PC Board 
Plug acsocketerrnnnsccnn 282 
Military Index............. 336, 341-343 
AMPHENOL COMMERCIAL 


PRODUGIS kn: 207, 222, 226, 230, 
254 


Adapters 
Connectors. ae Ie) 
Adapters .-. 256-257 
DESUD sceccse 214-215, 240, 251, 
256-257 


D-Sub Backshells......... 259-260 
D-Sub Lock Assemblies...... 260 
D-Sub/Coaxial 

Combination 
EMI Filtered ..... 

Four-Wall Headers.............++ 193 
Headers... 


193, 214 
214-215 


Military Index....... 193, 218-219, 


229-230 
PC Board..... ... 193 
Rack and Panel....214-215, 251 


Ribbon Cable........ 193, 214-215 


pec 

Headers 193 

Military Index..............0 193, 226 
Modular Jacks/Plugs 

Category 5............ 219, 229-230 


2) 
PUGS) 
eee -219) 
Zi eAle) 
218-219 


Category 5e. 
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AMPHENOL (continued) 
AMPHENOL FCI...155-156, 164, 203, 
210, 246, 258, 260, 291, 458-459, 461 


Connectors...........00+ 164, 260, 462 
Application Tooling.............. 462 
Contacts 155-156 


DIN 41612 
DESSU Derceescees 


252, 258 
D-SUbiCOVerSese renee 260 
D-Sub HoOdS .cccccccttcscasssse 260 
D-Sub/Coaxial 
Combination... 
FEC REG. 


w. 208 
ieeceecccexssee 154-155, 194 
pubsspspeseicadevers 155-156 

ices siesesesseceeeeveeeeseeeens 193-194 
..198, 208-209 
Soetaericaiecrere 129-130 

Memory Cards.... pelee 
Military Index plod 
PC Board.....129-130, 138, 154, 
156-157, 194-195, 209-210, 


240-241 
PC Board, DIN.... ree leas 
Plugs/Jacks .... 260 
Receptacles......... 129-130, 138, 

209-210 
SSIMUNNES ecccececcceccescccecccccccescese 156 
Terminal 
SMPSIBIOCKS: atau: 457-462 
WS Biers 201, 203, 207, 209-210 
Wire-to-Board.........::cce 164 

Headers 


Board-to-Board 


won I 


Ejection Style 
Shrouded.............. 154-155, 194 
Surface Mount. coca Ile) 
Thru-Hole. ceo 111) 
Unshrouded...........:cesceeeees 165 
Military Index....129-132, 154, 203, 
207, 508 
Modular Jacks/Plugs ..........-++ 218 
‘(ele Sivreccrreree nner 508 


AMPHENOL FIBER-OPTICS . 


AMPHENOL INDUSTRIAL..... POO, 


303-304, 333, 361 


Adapters 
Bushings 
Caps, Dust 
Connectors 


Adapters 

Cable Clamps 

Cable Plugs..... pec CHALE 
Cable-to-Cable 377 
Cable-to-Panel... Boll 


Circular ......... 327-335, 361, 377 
Circular Protective Caps .... 330, 
361 


Dust Caps/Covers ae 
High Power Connectors...... 302 
MIL-C-26482... 
MIL-C-5015. 
Panel Mount 


Solar Power. 
Weathertight.... 


AMPHENOL (continued) 


AMPHENOL INDUSTRIAL 
(continued) 


CONSTI G avcscencnnenennerneenennacinec 530 
HardWaretccccccrncesecces 330-331 
High Power Connectors........... 303 
MIL-C-5015 Circular 
CONNGCtOrSisfececrcnnceraies 327 
Military Index.... 327-329, 331-335, 
S61 arr 
Powers Products iirrecsusceseeneere 333 
WOOISaeceeceeernieunintes 334-335 
AMPRHENOE PCD ies. 225-226, 
228-229 
Cable Assemblies 
RUE escesceseeeeccecteereerwereevecson 229 
Lg tl: | Paneceeenrenrenrnes 227-229, 545 
Connectors 
Cable Assemblies................ 228 
Circular 
Datalisssscsccccstecscccrcune 
(Wife lori yio eepeeneeeenrenre mene 361-362 
PHS JACKS ecsassssaceatates 229 
Rel Taitelle bvaenaerned 225, 227-229 
Strain Reliefs ....... 343, 348-349, 
351-352 
a spisresreciseasenseasaanannns 224-225 
+1 224-225 
Cordsets............ 227-229, 537, 544 
Ethernet Interconnect 
Products..... PE DOVRIDAd, 
Military Index. ..225, 227-229 
Patch Cords.. 2 545 
USB Cable Assemblies....224-225, 
Sor 


AMPHENOL PF ....408, 413, 418-419, 
422, 427, 541-542 


Vc [2a (5) ge Serre rercee peers 396, 413 
Between-Series........... 396-398, 
407-408, 413, 418 

BING eeeceren cone ea 396, 413 


396, 413 

Cable Assemblies 
Goaxiali a scccirer 539-541 
Male-to-Female.. 539-541 
Male-to-Male ...539-541 
Connectors....... 396, 407-408, 413, 
417-418, 422-424, 429 
Adapters........... 393, 396-398, 
409-410, 413, 417-418 


w+. 428 
eer 
Cable Assemblies................ 539 
Goaxialieeves 396, 406-410, 413, 

415-418, 421-424, 426-430 


w+ 428 

we 416 

Military Index...... 396, 409, 413, 
417-418 

IMinicDWilescssecccn: cece: 429-430 
[yl epeeeeeerr: 396, 407-408, 426-427 
PaneliMounitamrccncscncccsss 409 
PC Board......409, 417-418, 424 
417-418 

...420-421 


lal eccnecce 393, 396, 406-410, 413, 
415-416, 418, 420-424, 426-430 
SMA...... 407-408, 418, 539-540 
SMB eeerecnanansnieer: 421-422 


Connectors . 
Military Index 


AMPROBE INSTRUMENT 


Battery Accessories..........::0+ 1392 
Military Index 
Multimeters 


Ohmmeters.... 


ALP - AMP 


AMPHENOL (continued) 
AMPHENOL RF (continued) 


Connectors (continued) 


SMC... 423 
SMP... 2008 
Subminiature 417-418, 421-423 
Meriminatonswascsecceceecces: 409 
WNGcy ..407-408, 415 
Triaxial .. 396, 413 
RIV aX al eeesseeeceeeeeeeeeee 396, 413 
NAP ss sviavasasee 396, 413, 429-430 
Weathertight ......... 396, 426-427 
DioskGrimpirnsnrcccct 403 
Grounding PrOdUCtS: ..r<<cccccc<c-s: 409 
Hex-Crimp Tools .. 402 
ugsies . 409 


396-397, 402-403, 


Military Index.... 

407-410, 415, 417-418, 422-424 
PatchiG@ordspenmmreees 540-541 
RF Coax Connectors 

Adapters... 

Large..... ... 430 

Medium.. 428 

Microminiature. wee 424 

Miniature...................05 396, 413 


Subminiature 

Connectors........ 417-418, 421-423 
Terminators ... 396-397 
...402-403 


AMPHENOL SINE......... 283-285, 359, 


1124 
(GONMECIORS eeeserrerrs: 283, 285 
Circular 358-360 
Contacts... ..283, 358-359 
Cord Grips....... 358-359 
Kits/Assortments..........::+ 283 
[i [bsid 16) (: Seeeepereprermesemmnen 359-360 
Pin and Socket............ 283, 285 
Plug & Socket.. 283, 285 
Sealed... v1 283 
Strain Reliefs 358-359 
Wire-to-Wire 283, 285 
AMPHENOL SPECTRA-STRIP..... 595 
AMPHENOL TUCHEL........... 310-311, 
335, 361 

Connectors... 


Circular 

neort 
377 
335: 


Environmentally Sealed 
Industrial Control 310 
Military Index... ee) 
Multipole...............e 359-360 


Digital 


Relays, Solid-State ............ceeee 940 
Test Equipment 


Battery Testers ........:ccseeee 
Megohmmeters 
Military Index.... 
Multimeters 

Voltage TesterS.........::cceeeee 


Test Equipment (continued) 
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AMPROBE INSTRUMENT (continued) 


NA ATR= 0 [ice leke |e teserpereeeerereecrererreyys 1408 
SIVACOIS iiitantecnancaierr irises 1408 
ANALOG DEVICES ... 22, 25, 38, 
42, 44 


Digital Signal Processors...........24-25 
Line Drivers/Receivers 
Semiconductors 
Development Systems............4. 51 
Development Tools 
Drivers, Line 
Transceivers 
Transceivers, Bus 
Transceivers, RS-232 
Transceivers, RS-422 
Transceivers, RS-485 
Transceivers, SCSI 
Transmitters. 
Transceivers 


AND DISPLAYS........0.000........ 678 
ANDERSON POWER 
PRODUCTS. ..........0..0.5 307-308 
Connectors 
Contacts trees ees 308 
Poweniitmnnrcrstrrri 306-308 
MilitanyalnGlextrrvenrsceesvesremsesrse 308 
Power Products 
Connectorsesnsecete 306-308 
diclel iarmmaneneaeneerteeteensectieire 308 
APC 
Surge Protectors.........:::e 855-856 
Surge Suppressors... 855-856 
Uninterruptible Power 
SUP PICS eeccceececeeceetesccescesuus 827-828 
Voltage Regulators... 863 
APEM 
Military Index ............. 989, 1044-1045 
Switches 
Military Index...........20: 1044-1045 
Pushbutton, Illuminated ....962-963 
Pushbutton, 
Nonilluminated ...........004 962-963 


Rocker. .... 989 
Tactile .. 1044-1045 
iL (ele (0 l= eeeasvprcrrerreerres 1003-1004 


APEX 
(See APEX TOOL GROUP) 


APM HEXSEAL ............ 740, 1060 
ARCOLECTRIC............ 989, 1004 
ARDUINO... 15-16 


ARTESYN EMBEDDED 
TECHNOLOGIES 
ulives atl late (2) Gees eemerrereerrerr ere 804-806 
Power Products 
Supplies 
AC-to-DC.. 
Desktop .... 
External es 
Medical-Grade............. 803, 805 
SWILCHGINS saacenceneerer es 
BS AUIMNNG re icssssssacssmavaaateeees 
Triple-Output 
Wniversalivryrscrsccies 
SWitchorstascentscr sree 
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ARTESYN EMBEDDED 
TECHNOLOGIES (continued) 
Switchers... 


Universal Power Supplies......805- 


ARTISAN CONTROLS 


. 805 


806 


Relays, Flashers...............-- 1177-1178 


Relays, Time-Delay 
TRONS oso ccaerentonernerneoncrnenmcenas 


ATMEL 
| I=] o {Ufo fol = kere ere 
Development Systems, 
Semiconductors 

Evaluation Kits 


EmiUlatorsiceciciiiiiirsnceeocnesss 


Military Index 

Programmers, Microcontrollers ...... 23 

Semiconductors 
Development Tools ......... 16, 18-19 
EER RON Stesccecerceeser: 27, 30-31 
PROP aa canneccecces ar 


Memory, EEPROM 
Memon ER RO Mitrrrcccercsees= 
Microcontroller Development 


SVStOMSiiautiuniesgr scenes 16, 19 
Microcontroller Development Tools 
and Accessories............. 14, Wg) 233 


Microcontroller Programmers .. 


Transceivers, RF 
ZigBee Solution ICs 


AUTONICS 
Controllers 
Counters .. 
Military Index . 
Sensors 
‘lMlint=lecieerreeereemrmeererrereee reer er 6 


Forceps 
Lighting.... 
Magnifiers 
Military Index ..... 


m2) 


Soldering Products... 255 


Tools 


Die Set 


Kits/Assortments 1252 
Military Index 
Probes, Soldering 1255 
Tweezers 
AVX 
AVX INTERCONNECT..........:0:0++ 154 
Connectors 
SIMI rccosccconenvwersevsevasssseee 181 
Board-to-Board.. 129, 154 
Card Edge 154 
Contacts... 154 
Surface Mourt............. 129, 154 
FFC/FPC Connectors............... 181 
Capacitors 
Ceramic Multilayer .............-. 74-75 
Ceramic Surface Mourt........ 74-75 
Surface Mount ---. 16-77 
Tantalum Solid 16-77 


AVX (continued) 
MCM PRODUCTS ............ 1578-1726 


1382-1383, 1392 
Digital Storage Oscilloscopes .... 1341 
Electronic DC Loads 
Maintraime).i.ceiecsecceseceness 1373-1374 
Electronic DC Loads 
MOdUIOS iivvccicsssesseescreaceeesees 
Frequency Counters . 
Function Generators. 


Generators... 
Hand-Held Oscilloscopes........... 1377 
IGATOStOMS si sientseaseceeseeesentsceseeteess 1361 


Inductance Meters 


1392 

Multimeters 
Benehtopiicecccccccccncernerrvres 1345 
Digital ........ 1345, 1382-1383, 1392 
Oscilloscope Probes... 1341 


Oscilloscopes 
Power Products. 


Programmers, EPROM...........+5 1360 
Signal Generators ......ccceee 1350 
Sine/Square Wave Generators ... 1350 
Test Equipment 


ACCESSOTICS........:2:cesceeseeereees 1392 
Component Testers...........00+ 1392 
(Gountersiaccctcernere 1356 
Current Testers.........::ccceceee 1361 
IG MOBS oy cssccssssesscesrvrververses 1374 
Militakyalncloxtennnn eres 1392 
Multimeters ........ 1345, 1382-1383, 
1392 
Oscilloscopes.............-. eal TSR 
BANNER 
ENGINEERING ..................... 1124 
Light Curtains .... 1186 
Relays, Safety Control. « 1187 
Safety Light Curtains 0.00.00... 1186 
Sensors 
Accessories/Hardware........... 1125 
Cable Assemblies ......... 1125-1126 
FICE O DUC ss .ccnceenesecss 1114 
ASCP ve eeeevsivieesreeeseenees Was 


Optoelectronic . --- 1112-1113 


Photoelectric................ 1112-1113, 
1115-1116 

Proximity, Limit Switch 

ASINYL C)ceeeedcaree door poce rope eo Peeper Ws 

Reflective Object......ccceeces 1126 


BELDEN CABLE........... 430, 545, 
557, 582, 587-588, 614 


582, 592 
(ALAN ise eerie 582, 586-587 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


BELDEN CABLE (continued) 
Cable/Wire (continued) 


Audio........ 552, 554-555, 576-577, 
580-581, 585-587, 591-592 
Audio/Broadcast/Control/ 
Instrumentation/ 
Composite.............: 576-577, 582, 
585-586 
Audio/Video... 
Broadband .... 
Broadcast......... 554-555, 576-577, 
582, 585-586, 590-592 


Bus Bar 

Category 5e... 582, 588-589 

Category 6 582, 588 
582, 591 


Coaxial 
Coaxial, Broadband ................. 582 
Communication..............6 580-582, 
585-587, 591-592 
Composite............ 553-555, 582 
Computer-......... 554-556, 580-581, 
586, 590-593 
(Gonformablomessssascsserseecers 591 
(Gontholeeecss 554-555, 576-577, 
580-581, 585-587 
Datars 553, 582, 588-589, 592 
Databus.. 553 
DBS tree 591 
Devicenet .. 553 
Digital ..... 590 
Ethernet.. 589 
Fire Alarm.. 582 


High-Temperature .....591, 612-614 


HOOK UD. ss exsexecsececcecceccsers 610-616 
Hook-Up Wire Kits ..............02.+ 613 
Industrial Automation ............... 588 


Instrumentation 554-555, 576-577, 
580-582, 585-587, 590-592 


Low Capacitance....554, 556, 585, 
592-593 


Microphone... 
Microwave 
Multiconductor.... 

Plenum 


OBO 
552, 554-555, 582, 


Shielded 
586-587, 589, 592 
Unshielded ......... 555, 577, 582, 
586-587 
WILE Gere eerceceee tere 582 
Multipair 
Low-Capacitance............... 585 
Shielded.............5 


Musical Instrument 


INon-Plenuiinesscssces essere 589 
Paired 
Shielded............... 553-556, 577, 
580-581, 586-588, 592-593 
Unshielded ........... 585, 587-589 
Plenum............... 585-587, 589-590 
«585-588 
Process Control .. cas SER), Shsts) 
Brofibuiskes ss casein rosters 553 
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BELDEN CABLE (continued) BONDHUS (continued) BRADY WORLDWIDE (continued) BUD (continued) 
Cable/Wire (continued) Kits/Assortments Eaminated wasnt 647-648, 650 | EMCIOSUFES ........ceseeseseeeseseseseneees 1486 
QPL 591 Tools ShrinkalU bing pees 648 Accessories/ 
RS-232 ..554-556, 592 Hex Drivers Terminal Block........e:sseesse: 647-648 [NIELS MYEENC ooocsoaosossemnoocnoce 1502-1503 
RSA... ... 592 Hex Keys .. Wires 647-648, 650-651 Battery Holder Kits............ 1487 
L-Wrenches 4294-1295 Cable Glands 


QCUINMEY/serreseeeresstestteesece 586-587 THandle Hex Drivers ........ 1262 | | ockout/Tagout Chassis Covers ........ 1495-1496 
Ss y 
Shielding/Bonding. v.ccs.ssseeseeee poy || eke ieales PrOUCES ....sssssessssesesseseee 1294-1295 Handias sete nien: 4505 
Single Pair leals Marker Printers, Wire & Cable....... 648 Humidity Control ........ss00 1452 
Shielded..........ccccseceeeee 585-586 | BOURNS INC Marker Software, Wire & Cable .... 648 Mounting Brackets............ 1445 
Unshielded .. Elneradlers a Marker Tags, Wire & Cable........... 648 Panels “ 
Shaken ae aera Marker Tape/Dispensers, Wire & Rubber Feet.............. 1504-1505 
Sound..... PTC Resettable vcs 692-694 ool Be TNC ORIALS eesti ie 
Telephone Suieea view Markers, Wire & Cable. 648 Aluminum 1451-1452, 
Test Prod i bon-cou||| Milletyiindex tsa. 648 1475-1478, 1494-1497 
Taneiesion 590-592 “g92-694 | Safety Lockout Products... 1294-1295 Boxes /7..... 1448, 1452, 1475-1478, 
T 554, 556, 586-588, 593 407-108 | “vite Label Printers --- 648 1485-1489 
eles aay ; ie Wire Marker Cards ... 651 Chassis...... 


105-108, 686-687, | 
553, 590-591 GonLcod 046) relator mrodicts Computer 


591-592 | Optoelectronics . 651 Cover Plates.. 1485-1486 


Potentiometers Markers --- 648 Desktop..... .. 1484 
Hy briceeen meters 102 8, 650 DIN Rail Mount.........00:-- 1485 
648 Hand-Held... 1486-1487 

i ie Knobpots. 104 
oe ie nae ae Multiturn Wales Rol [Steerer ee 647-648 Instrument.......... 1452, 1475-1478, 
Compression Tools 430 Precision jo2 | Wire Marker Software... 648 1485, 1496-1498 


Wire Marker Tape/Dispensers....... 648 


Connectors. ... 430 Trimmers, Cermet.... 105-106 
556-557 Wirewound 102-103 | BRIDGELUX ...........cccceceees 674 
PTC Resettable Fuses............692-694 l eee eo lee 
ot ae 553, 587-588 | Resistors BROADCOM LIMITED.......682 Bu ieee ns, 


683 1451-1452, 1473 
1 gecnanocoosasasssacns0090%6 1444-1449, 


102-106 | Cable/Wire 
«105-106 


Kits/ASSOrtMeNts ......cccscessecseeseeees 613 Military Index 
Military Index Potentiometers. 
Portable Cordage . Semiconductors 


1451-1452, 1473 
.. 1444-1449, 1451-1452 


Sensors JEAIMPS\eeereeeerecere ci sesaueer ances 671 
Surge Arresters .........:ssceseeeeeeeees GBH | WEDS. sccc5scessccssacssncececcczeccseeseesteesses 671 
Surge Protector Gas Discharge OptoclectroniCShenmascscs. GSO Ss Tlk7/8:1||| Mme ok asasacanne aaspeanace, rmnice sate 
TUDES eat ee seein ee 686-687 1444-1449, 1451-1452 
Surge Suppressors... BUD ... 1444-1447, 1449, 1452-1453, 1444-1449, 1451-1452 
Switches 1475-1476, 1485-1486, 1495-1496, Fiberglass .... 1447-1448 
BIRT CHER ceria Be ilies Sanecit WiLtEH 1499-1501, 1503, 1505-1506 ine eae 
BITSCOPE............-cccccccccccccseeee 1 OA e PRA Kea el ade uae mn alas ad 108 ae ACGESSOMES............0.0.0000 1487 ree aes 
herrea Ute NTT Ba6 ee ene ee DIN Rail Mount.............1485-1486 Nonmetallic ........1444, 1446-1448, 
BRAD 222-293, 1125 IMSEnU Tn Geerererreserereeetes 1451-1452 re Lea eO eee 
789, 869 | Cable Assemblies Junction ....1448, 1451-1452, 1475 PAIS cot ese asdiit 1473 
Militaryiince xs: 879 QuicleDisconnect ee 371-372, Military Index......1444, 1446-1448, PlAStIC........... 1444-1448, 1474, 
Tansiornete Bre 378-380 | 1451-1452, 1473, 1485-1486, 1497 ay luna 
; Portable ... 1486, 1494-1497 
BLOCKMASTER ................... 432 SONS lpueneee 371-372, 378-380 Potting eeerser eee. 1487 Sena yee 
Connectors mee enol Rack Mount 1496 
BOGEN Cordsets 378-380 Storage 1486 Rack Accessories ......... 1502-1503 
COMMUNICATIONS, LAN Interconnect Products.......... ODN |Brackalsm ne eee mes Casters 
ING ae 1309 | Sensors Cabinet Rack Accessories... 851, 854, ee 
Cable Assemblies ............ 371-372, ASG MA99=1'5 050515220 | Nn eet meuneemennnNNINDS 
BOMAR 378-380 pene Keyboard Drawers. 
INTERCONNECT. .................. 410 Sea Levelers .........1 
‘Adapters es BRADY Cane ; Mounting Brackets 
Connectors WORLDWIDE .........646-650, 1295 eee 5 Mounting Rails........ 
Adapters 398-399 | Cable Marker TaQS........cceceeee 648 ae SHIPS «.-.eeseeeees 
anels....... 


410-411 Cable Markers 
Component ID Labels 
Identification Products 


Shelves. 
Slides........ 


Hardware, Mounting 


Kits/Assortments, 399 [EabelSreeneecce 647-648, 650-651 Levelers 
Military Index... Military INdeX ose 647-648 Outlet Strips... 1499, 1505 
PC Board Safety Lockout Panelsiiernsncenrs. 1499, 1504-1505 
Plugs/Jacks... Rrodlictsaesss = 1294-1295 Rack Mount Boxes............-..+- 1496 SHEWES..escsesrsararanannnassn 
RES 410-411, 428 Wire & Cable ..cccccccccccceseeeee 650-651 SEES sass EES 1499, 1505 Stainless Steel............... 1448-1449 
Tools 294 Wire Marker Products ......647-648, Sliding Mechanisms Steele aac 1448-1449, 1473, 
Military index 650-651 Sliding Shelves 1477-1478, 1495, 1497-1498 
Label Design Software... 64g | Cabinets Tablet 
Label Printing Systems......... 647-648, DeSktOpsrerrsscsrere ret 1497 Wall Mount.... 1444, 1446, 
BONDHUS 650 Militanyalnicle xeesssessseeeerert 1495 1448-1449, 1452, 1476, 1495 
Hex-Driver Sets .........::sceceeeees 1262 Labels Rack Mount Watertight 
Hex-Key Sets.. 1258, 1261-1262 Component ID... 647-648, 650-651 DIN Rail Mount Boxes . FanrAccessoriesmurnn curr 1522 
Labels (continued) Hand-Held Boxes ........::::cceee 1486 


1.800.463.9275 © Access the Entire Product Range at www.newark.com 1771 
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BUD (continued) 
Handles ntncawawaucnvencise 1505 
Instrument Enclosures...... 1476-1478, 
1485-1489, 1495-1498 


Kits/Assortments .. 
Military Index .........::0:00 1498-1501, 
1505, 1522 
NEMA Enclosures 
Panel cccisccccescesrcss 1448, 1451-1452 
Ouitlet:StripSsesswes cece 851, 854 
PanelSiccccrcccececcesceestcuuecuidcsesteusnaee 1504 
Racks 


BULGIN 
COMPONENTS......204-206, 227, 
230-231, 362, 364-365 
Battery Accessories...........::::00 849 
Connectors 
Circular... 227, 230-231, 362-365 
Circular Protective Caps ...364-365 


Contacts riveree 364-365 
Te a epee ae ee 227, 230-231 
Dust Caps/Covers............. 364-365 
Environmentally Sealed....230-231, 

362 
LIGICUONE ass cecesasecsecansanesnsnasee 362 
Military Index. 364-365 
Patch Cords.. 230-231 


PIUGS JACKS icc ccrcsscssccsvncrnmrcrnens 364 
Ru Field.. 230-231 
Sealed.... 230-231 
SYS) Sh oo Us iba eemmeerneener opener rrertt 362 


USB Field/Firewire Field... 
Ethernet Interconnect 


ProductsA sctceccess teu 230-231 
FuSesHolders:.es-ccccececcecescercne 729 
Military Index ...........04 227, 230-231, 

362-365 
Patchi@ordsiacsmescssn sete. 230-231 
Security Equipment ............... 982-983 
Sockets, Low-Profile ...............06 362 
Switches 


Military Index.... es 

Pushbutton, Illuminated........... 982 

Pushbutton, Nonilluminated .... 982 

Vandal-Resistant.....982-983, 1060 
Tools 


Assembly menos) 
Insertion/Extraction cect SLES) 
Military Index..........ceee 364-365 
USB Cable Assemblies................. 227 
BUSSMANN BY 
EATON................. 703-704, 724, 727 
Femmullostitssscsccorececceoterstrert seo ceseeess 725 
Fuse Blocks 
Oe Kale remecenene cee 732 
TO OTN ac cscteccanancesnest 729-730 
ClaSS\ CG ix. ssccstcctececcccnes 730 
PC Board 


Screw Terminal. 
Fuse Clips....... 
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BUSSMANN BY EATON (continued) 
Fuse Holders 


foil 

Peal 

729, 731 

Indicating... 730-731 

IncEInNeGaaecn.: 724, 730-731, 733 

PaneliMoumtinnvesrsccscss 730-733 
Waterproof 


Fuse Sockets 


5 FS) oe a |) ees 725-728 

13/32 x 1-3/8" on (AS 

Widexcalls alll 

Ey Ge Ee reerererrrecee 710-712, 721 

GAGS a ncawononcnencne 710-712, 721 

fay: Oa fol nalneeraeeeeesreeeee re eercocecores 709 

Be 2 OAM aisvessssaseee ees 709-713, 721 
Se ali 

Automotive re ZS} 

Axial Lead 

Fast-Acting........... 

Bla oiaessccssecesetiievsieesseceniriss 

British tteecesnese 

Ceramic 


Fast-Acting........... 
Medium-Acting 


Time-Delay ......... 

Very Fast-Acting.............+: 712 
Cubefusell, Time-Delay............ 727 
Dual Element, 

Time-Delay ............::eceee 726-728 
FOmMmul@sivasiiiicvsieesseesessseesseesss 725 
General-Purpose 

C1OSG ACG ieee 726-727 

Class G br AS) 

Class K5 oon WS) 

Time-Delay .........:::00+ 726-727 
Glass 

Fast-Acting........... 709-711, 713 

Time-Delay ..........::00+ 710-713 
Im@licatingtircsccsecsscsseeee cece 724 
Kits/Assortments.........:::ccecee eal 
Midget 

Fast-Acting..........- 725, 727-728 

Time-Delay ........... 725-726, 728 
PC Board 703-704 
Photovoltaic 
Radial Lead... 703-704 
Rejection 726-727 
Semiconducto...........:.:cecee 722 
Specialties elec 724-725 
Surface Mout ............0+ 698-699 
Thru-Hole Devices .............::2:+ 707 

Kits/Assortment ...........:::c:ceeeeeee 721 
Military Index ........ 698-699 
Prototyping Boards.............:::0:1 703 
MCM PRODUCTS ............ 1578-1726 
C 
CAMBION 
GONNECtONS ase 501-502 


Sockets, Insulated Jacks....... 502-503 
Sockets, Shorting Links/Plugs ..... 502 
Sockets, Uninsulated 


502-503 
501-502 


CARLING 
TECHNOLOGIEG. .................. 998 
Military Index ..963-964, 


990-991, 1005 
Switches 


Illuminated... 990-991 
Military Index.... 990-991 
Pushbutton, 
Nonilluminated ...............+ 963-964 
ROCKGi i... etissscssesevssoosy 990-991 
OMA ACOs ceseesee reese 990-991 
MOGGIO'....4..sssresserssee ese 1004-1005 
CARLO GAVAZZI 
ING eee 787-788, 942 
Contactors 


Heat Sink Kits = 
Catt Sink ieercteceeecseeeeeeeee eens 
Military Index 
Power Products.... 
Relays, Current Control ............. 929 
Relays, Heat Sinks a 
Relays, Phase Monitoring............. 928 
Relays, Solid-State .....0....0.. 941-942 
Relays, Time-Delay............ 1133-1134 
Relays, Voltage Monitoring........... 929 
fete] ait) Reiaaerereceecceceocerorecor reo POPP PPLE 1097 


CAROL CABLE/GENERAL 


CHEMTRONICS 
Chemicals 

Cleaners 
Circuit Breaker......... 
Connectors = 
Degreasers ........:::ecceeceeees 
Dusting Sprays 
Electrical... 
Electronics... : 
Flux Removers......... 
Optical nnn ee 1309 
Video Head 

Coatings... 


Heat Sink Compounds 
Lubricants 
Solder Masks... 
Desoldering Products.. 


Soldering Products............ 
Static Control Products .. 
Swabs.. 


Wipes 

CINCH 2 as 263 
(AG APtCNS ...essissessseeseees sees 262-263 
GOMMOCIONS wacesiceeesecsceesceeeeeteeeere 392 
IAG ADTONS | os sseiscreeseeeceeesreverss 262-263 
PUIO! ecocsoaasenesnseaceeereor: 392 
CADE G soseusscreeseeesieneavrs 392 
Cable-to-Cable ............... 304-305 
Cable-to-Panel.............+: 304-305 
GandiiEGQetercseccccceceree eee 127 
D-Sub... 240, 245 
D-Sub Backshells 263-264 


D-Sub Covers .. .. 263 
D-Sub Hoods........... 263 
D-Sub Junction Shells ............. 263 
D-Sub Lock Assemblies .......... 263 
el [Uta] ots! dcYereeeeerrereeeeereere reer ener reo 433 
RacktandliRanolimecsencecccece 311 


CINCH (continued) 
Connectors (continued) 
SOGKGIS \.s-c-0-ses-eccsscessesssenecs 304-305 


Terminal Strips/Blocks 
Identification Products... 


Jumpers.. 


+ 432-433 


Militanyaliclexeerenceneseercerer 


Multiple D 


ensity Plugs. 


Multiple Density Sockets....... 304-305 
Sockets, Multiple Density...... 304-305 
Terminal Strips/Blocks.........::::0+ 433 
Wire Marker Products...........:00+ 433 
CIRCUITCO ...... eee 13 
CITIZEN ee 111 
CML INNOVATIVE 
TECHNOLOGIEG ................ 1151 
COILTRONICS.........0.....00.. 107 
COLEMAN CABLE, INC. 

Cable/Wire ...558-559 

(Coley cccececcececd een SO 

Extension Cords ... 

Power Products ..........::::cesceeseees 
COMUS......00.00 
CONXALL 

Caps, Dust 

CONNECHOFS .......0:cceeeeeees 366-369, 380 

Cable-to-Cable .... 366-369 
Cable-to-Panel. ....366-369 
CinGUlaneeeseeeesceeecessss 


Audio.. 
Cable.. 


Chassis... 
Coaxial ...... 


D-Sub 


Electrical 


Hoods... 


PIUQS/AJACKS....csss0ss0s50500002 


Rack and Panel 


Military Indexer. sscsscrccencr 


CORDEX. eee 1435 
CORNELL DUBILIER 
Capacitors 
[DXG> NTT WM ecreccoccconccencececece 82-83 
B88 a eee ee 85-86 
COTO TECHNOLOGY 
Military Index ............4. 936-937, 1053 
Relays, Reed, Dry. 936-937 
SWILCNOS ie ceetecerreeecreseeceueneteeten 1053 
CREE, INC..........0.00.000.. 671-672 
CRESCENT.................. 1230, 1261 
CROUZET 
CROUZET AUTOMATION........... 1156 
GCROUZEMCONTRO Eres ence: 1134 
Controllers 
Counters. 
IMotense arcmccecerrrsrss een 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


CROUZET (continued) 

CROUZET CONTROL (continued) 
Military Index 
Phase Monitors... 
Powenleroducisnrnvrrrsesrcrcn: 
Relays Gomtrollimisnecenccn: 


Relays, Current Control............ 927 
Relays, Safety Control ............. 940 


Relays, Solid-State 
Relays, Time-Delay 


Relays, Voltage Monitoring...... 929 
MeShEG Wipmontieeceeweereere ere 1130 


Timers 


CRYDOM 
SEMICONDUCTORS 
(See CYNERGY3) 


CYNERGYS.......... 939, 1082-1083, 
1085, 1097 


Military Index .. 
Relays, Reed, Dry . 
Sensors 


CYPRESS 
SEMICONDUCTORS INC. 


Development Systems, 


-939, 1097-1098 
938-939 


SOMICOMAUGCLONS es vecceeeteeres esses 16 
Semiconductors 
Development Tools ............::0+ 16 
Microcontrollers ............:::::00+ 25 
BS] 1 5c NM aoranrene soe EPARADEraE r= 36 
MCM PRODUCTS ............ 1578-1726 
DANTONA INDUSTRIES, 
ING ee ... 842 
Batteries.......... 


Battery Packs 


CMOS Backup. 838 
OMG ON cssessesss 840 
General-Purpose..........:::::00 840 
[eithiitnereeeereeeeerees cee eeree toss 838-840 
Memory Backup 838 
Nickel Cadmium (Ni-cd), 
Rechargeable............::2 842-843 
Nickel Metal Hydride 
(INIMEN Reeeresrrcrerernveeectees 842-843 
Photo/Electronicnewer csr: 839 
Rechargeable.............:::+ 842-843 
DATAMAN Gc Gen. 14 
DELTRON 
COMPONENTG...................... 381 
DESCO, INC.........0..0000000. 1322 
lonized Air Blowers...........:0::00 1325 
Kits/Assortment ...........:::ccece 1320 
Mats een: 1323-1324 
Meters............. 1320 
Static Control Products . 1329 
Blowers, lonized Air............... 1325 
Clothing eer 1316 
Electrostatic Locator 
MBLC ieccce cee ceeccectuecaveccesccecces 1320 
Grounding Monitors...... 1321-1322 
MatsiiBetchirccercecrcees 1323, 1325 


Static Control Products (continued) 


1.800.463.9275 © Access the Entire Product Range at www.newark.com 


Relays, Automotive... tt 
Relays, General-Purpose/ 

IMGUStriall.:sceescresctcecceeccescccecccascececee 925 
Relays, Mercury Displacement..... 952 
Relays, Sockets 
Switches 


DURATOOL........ 222 M227 esi 


Crimp Tool Kits 
Desoldering Products... 
DriIBitsvseensrrecercerectes 
Flashlights 
Foam, Conductive .... 
Grounding Products .....ccisns 
Heat Gun Accessories. A 
leat: GUnStsecrsrecrecsrrserrierecere: 
Heel Grounders 
Hex-Key Sets..... 


IC Extraction Tools.... 
Kits/Assortments 
Connectors, D-Subminiature ... 241 


MANUFACTURER Index 


DESCO, INC. (continued) 


[MENS [Ae Pacssscccccececccecs 1323-1324 
Monitors, Workstations.......... ee 


Testers, Wrist Strap....... 1321-1322 
Universal Snap Kits....... 1322-1323 


DEUTSCH 
(See TE CONNECTIVITY) 
DIAEIGHT es 964 
DURAGELL. ees 835 
Batteries 
Alkaline...........+. 835-836, 840-841 
[Tne WES OTE coeeecoceccceoccoaceenceen 835-836 


...840-841 
...840-841 
840-841 


Silver Oxide.......... 840-841 
Watch/Calculator . wl O4l 
su saiasusasacecee 841-842 
..-841-842 
DURAKOOL 
Connectors 


925-926 


1299 
BU Sceceettesessoeses ooreerorenece 1228, 1267 
Boxes 
PASH Cs sccccccceessccssccesceaseececeascers 1299 
Storage 1299-1300, 1302 
Gabinetsrvccrcrrtecntc rrr 1299 
Connectors ..... 2 241 
Cordless Screwdriver Bits .......... 1228 


1258, 1262 
Military Index ........::00+ 241-242, 244 
Mirrors...... 
Pliers... 
Screwdrivers 
510) (0 [= heereneerreerreerere Perrier 


Bottles 
Clothing 
Desoldering Pumps.........-...-++ 1220 


DURATOOL (continued) 
Static Control Products (continued) 
Grounding Kits .............. 1323-1324 


Matsa Bonchitemunsecccrceses ei) 


NSE OAC eee eee 1329 
Storage Products 


acnien 1299-1300, 1302 
RackSiannesescrresrss rss 1299-1300 


Hex Keys 
Insertion/Extraction........:0+0 1251 
Kits/Assortments.......... iZciei252 
Military Index 
Mirrors, Inspection... 
Tape Measures. 


Tweezers .... wo I2eP 

WIS@S) ccccccercrecsaracscazactessinasaateets 1313 

Wire & Cable .... 1238, 1245 
Vacuum ACCeSSOTieS ........:eeee 1331 
Vacuums 


Wire Cutters 
Wire Strippers. 
Wrist Straps 


MCM PRODUCTG.............. 1578-1726 


E 


EAGLE SIGNAL .......... 4139-1140 


EAO SWITCH 

CORPORATION 
aaectiaesiicessaeeuvestuciess 1056 
1060-1061 
Military Index .............. 985, 998, 1061 
OPTOSISCHONICS ecccccscascscanse 1060-1061 

Switches 

UGlanilecceccerecetreaeaee 965-968, 985 
Emergency Stop ...985, 1060-1061 
Keylock)scccaiiauis 998, 1061 
Military Index... 998, 1061 
Pushbutton, Illuminated ...964-968, 
1061 


Pushbutton, Nonilluminated ... 965, 
985, 998, 1061-1062 


1061-1062 

Slide 1040 
EATON eae: 788-789 
Controllersre-eeseree 1156-1157 


EATON CUTLER HAMMER......... 439, 
788-789, 954, 968-969, 999, 
1074-1076, 1182 

AC Drives...... 788-789, 1171-1172 


Buzzers rescence 788-789, 1056 
Cable Assemblies 
SOMSOlacenesesescces 788-789, 1117 


Circuit Breaker 
Accessories....... 743-744, 788-789 


TNONMAl eases 743, 788-789 
Thermal Magnetic........ 743-745, 
788-789 


CRO - EAT 


EATON (continued) 
EATON CUTLER HAMMER 


(continued) 
Connectors 
Terminal Strips/Blocks........ 439, 
788-789 
Contactors ....... 788-789, 955-956, 
1172 
Controllers 
Motor... .... 788-789, 1172 
Counters 
Digital eeesaeus:, 788-789, 1130, 
1134-1135 
Hourmeters........ 788-789, 1130, 
1134-1135 


Ratemeters......... 788-789, 1131 
Totalizing... 788-789, 1130-1131 
DIN Mounting Rails/Tracks ..... 439, 
788-789 

Enclosures 
Polyester............. 788-789, 1125 
Stainless Steel ....788-789, 1125 
788-789, 999 


Switch... 788-789, 999 
Encoder Measuring 
SV Stem Srervnearces 788-789, 1178 


Fuse Holders 

DIN Rail Mount.....439, 788-789 
WOVSUICKS feseeeeeseeees 788-789, 1056 

Labels 
Terminal Block...... 439, 788-789 

Meters 
210] aeRO RES 788-789, 1130, 
1134-1135 
.... 788-789, 1131 
.... 788-789, 1131 
Military Index....788-789, 895, 999, 
1030, 1063, 1135, 1181-1183, 


1187 

Relays, Auxiliary 
Gontactst nay 788-789, 956 
Relays, Control......... 788-789, 895, 
954-955 


Relays, DIN Mount.... 788-789, 895 
Relays, General-Purpose/ 
InGusthial eevee 788-789, 895 
Relays, Overload....... 788-789, 955 
Relays, Safety Control ..... 788-789, 
1187 


Safety Disconnect 
Switches............ 752-753, 788-789 
Sensors 

Accessories/ 

Hardware............ 788-789, 1117 

Photoelectric ...... 788-789, 1117 


.... 788-789, 1063 
Contact Blocks.....788-789, 999 
Legend Plates...... 788-789, 999, 


1125 
Switches 

22mm ......+- 788-789, 986, 1056, 
1063-1064 
QIU ie ceeacsscesecsese 788-789, 999 
KeylOCK: ccccccccccccs 788-789, 1063 
IES seoeeeas 788-789, 1030, 1063 

Pushbutton, 
Illuminated........... 788-789, 986, 
1063-1064 

Pushbutton, 
Nonilluminated ....788-789, 986, 
1063-1064 
ROE seers 788-789, 999 


Switches (continued) 
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EAT - FLU 


EATON (continued) 


EATON CUTLER HAMMER 
(continued) 


Selector ...... 788-789, 999, 1063 


Terminal Strips/Blocks ............ 439, 
788-789, 895 
Test Equipment 
Countersseeesse ere 788-789, 
1130-1131, 1134-1135 
EATON HEINEMANN............- 788-789 
Circuit Breakers 
Magnetic Hydraulic ............ 750, 
788-789 
Thermal............002. 742, 788-789 
EATONIM@ERTE Riess. 788-789 
Controllers 
Programmable....788-789, 1156 
Military Index......... eee 788-789, 
1054-1055 
Relays, Programmable.....788-789, 
1156 
Switches 
Emergency Stop.......... 788-789, 
1054-1055 
FOOE pcccccca: 788-789, 1054-1055 
EATON POWERWARE..........- 788-789 


Military Index..... 788-789, 829-830 
Power Products 
Supplies........ 788-789, 829-830 
Uninterruptible Power Supplies 
Computer ..... 788-789, 829-830 


Network . 788-789, 829-830 
Indicatorstiivaccstcce rn 969-970 
Nitlitery DIOS sacccccsessccsessansreree exec 992 
Modules 
Switch Accessories 

WetiG rassrscsssenewnnnnnce 993-994 

Rockers 992, 994 
Switches 

BOM csecccaccsecncwcuanes 969-970 

Emergency Stop ..........+. 985-986 

Itimimate cltercccerceceees: 

Keylocktsasneces: 

Military Index... 

Pushbutton, Illuminated ....969-970 

Pushbutton, 

Nonilluminated ................. 969-970, 


985-986 
992-994 


EBM-PAPST INC. .....1535-1536, 
1547, 1550, 1558 


Blowers.... 1551-1552 
AC... ... 1550-1552 
DG 1551-1552 


Filters ... 
Military Index ........... 1522-1523, 1554 
EDAC INC................. 202, 254-255, 
296-298, 312 
Connectorsmennrrcttscei 297-298 
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MANUFACTURER Index 


EBM-PAPST INC. (continued) 
Fans (continued) 


GardiEdQe nie cw scwcesssess WZ 
Contacts. 
Headers..... 
Military Index............ eee 217-218 
PintandiSocketvrwc...s 297-298 
Plug & SOCK 0.0. c-sccniencnes 297-298 
PIGS A CKS os essences 217-218 
RackiandiPamelietrrccstss esses 312 
WS Bie aa eninrrnie cua cuewaa sees 202 
Weathertight...........::1 297-298 
Wire-to-Board ...........::ceceeceeeee 298 
Wire-to-Wire.........:::ce 297-298 
Headers --.. 298 


Lighting... 
Military Index 0.0... eee 1180, 1183 
Warning Devices 
Audible... 
Audible/Visual .. 


Military Index 
Signals 
ii fbell Ee Pebeete errr rrrereerenerrs Pree er 


EHC (ELECTRONIC 
HARDWARE) 
Knob) LoGkSis cscs 1064 


ELECTRI-FLEX 
COMPANY fen aiens 529 


ELECTROSWITCH 
Switches 

Pushbutton, Nonilluminated .... 970 
999-1000 


.. 1009 
EM eer 1321, 1325 
ENERGIZER 
Batteries 
PURGING ca cescccneccancnvens 836, 840-841 
Calculator/Watch .........:::ece 841 
General-Purpose.............. 836, 840 
CAV = DULY inrseeccceessseescessceeseetes 840 
Industrial. 836, 840 
Lantern... .... 840 
Lithium ...... 840-841 


Manganese Dioxide ... 
Nickel Metal Hydride (NiMH).... 842 
Photo/Electronic ..........0. 840-841 
Rechargeable... 
Silver Oxide 


Watch/Calculator 
Zinc Air ree 
Flashlightsieaess reine 
ENERSYS INC................. 843-844 
EPCOS 
Rilterseervircrrste eters eerie reese 110 
MilitanyiIncexiiicce re 687-688 
Surge Arresters ......cccseeees 687-688 
aihermistonseascc es 689-690 


1244, 1246-1247 
recor 1246-1247 


Cutters . 
Pliers... 


EREM (continued) 
Wire Cutters.........cceeeeee 1246-1247 


E-SWITCH 


Switches 


983-984 
Pushbutton, 

Vandal-Resistant............+. 983-984 
Rocker.... 994-995 
1045-1046 
NOGGIOveiepee.ssesserrsseeces 1005-1006 
Vandal-Resistant.............. 983-984 
ETI SYSTEMG............... 103, 1056 
EUROTHERM ....................... 1176 
EXAR Cee aera ee 47 
EXCELITAS TECH................. 679 
EXCELTA, 1253-1254 

EXTECH INSTRUMENTS 
GAMOCLAS iesccictensseeesreesereersnerederts 1435 
Digital Multimeters............. 1379-1380 
Force Gauges.... . 1437-1438 
Gauges .... 1437-1438 


Inspection Tools. 
Light Meters 


Lighting.... 

Ne VGiieisseereerereeccerrreeeeceereeerecererree 3 1108 
Military Index . 1379-1380 
(Olnvanlga(e1 lGirererceereeereeceeceercrececectce 1394 
Panel Meters.. 

ROCONDCMS ii ssecvcc..s:ssseessreeseesiesseeess 1427 


Temperature Meters.. < 
Temperature Probes ...........:::0 


Temperature Testers .......... 1426-1427 
Temperature/Humidity Testers.... 1426 
TestiEQuipmentess =.= 1432 
MCM PRODUCTS ............ 1578-1726 


F 


FAIRCHILD 

SEMICONDUCTOR 
EogiciDevicesirnacciicrrere 54-55 
ML eeTeVAl Into te) Srerreereceeeeerecereerreere oa 63 


Semiconductors 
Logic Devices, High-Speed 


LG 9 2 Rene ee eee oss 54-55 
IFANSCCIVEFSHBUSte-secereeeeeereee 50 
TIFANSISLONS WIRE Ic eriesteerrrrresssreee=s 63 
Transistors, MOSFETs...........006. 63 
FAIR-RITE...............0...0.-.- 108-109 
FIBOX 
Enclosures 
Accessories/Hardware.......... WAAL, 
1531 
INNA es eveeceeeneseeeneeersee 1470-1471 
Nonmetallic ... 1470-1471 
Plastic 1470-1471 


Militanvalinicl @x@uenmerenanere cree 1531 

NEMA Enclosure Accessories .... 1471 
FINDER 

(Cfo nL (ei (0) itrrerreerrcereeeeeeeerereecerecceeeh 895 


FINDER (continued) 


Relays, DIN Mount... 
Relays, PC Board, Thru-Hole ...... 
Relays, Time-Delay............::::++ 


FISCHER 
ELEKTRONIK ............0..00.... 1567 
FLIR SYSTEMG.................... 1423 
Military Index 
Multimeters 


Temperature Testers ..............+24+ 1424 
Test Equipment 
Thermal Imagers... 


FLUKE........ 1377, 1384, 1392, 1424, 


1432, 1439 
Alligator Clips 1265, 1391 
Calibrators 1428, 1433 
Chartless Recorders.........:::::00+ 1401 
Current Testers .. 1381, 1434 


Data Loggers . 
Digital Multimeters........... 1877, 1380, 
1383-1387, 1390, 1397, 1428-1429, 
1432-1434 
FLUKE CALIBRATION ..... 1377, 1384, 
1392, 1424, 1432, 1439 
Data Loggers 
Temperature/RH ..... 1377, 1384, 
1392, 1424, 1427, 1432, 1439 
Digital Multimeters ...... evel), TWAT, 
1384, 1392, 1424, 1432, 1439 
Function Generators ... 1351, 1377, 
1384, 1392, 1424, 1432, 1439 
Generators 
Audio .........+5+ 1351, 1377, 1384, 
1392, 1424, 1432, 1439 
Pattern.......... 1351, 1377, 1384, 
1392, 1424, 1432, 1439 
Pulse........0 1351, 1377, 1384, 
1392, 1424, 1432, 1439 
Sie [nl bectecceescs 1351, 1377, 1384, 
1392, 1424, 1432, 1439 
Sine/Square Wave............ Olle 
1377, 1384, 1392, 1424, 1432, 
1439 
Tone.... 1351, 1377, 1384, 1392, 
1424, 1432, 1439 
Multimeters 
Benchtop...... 1345, 1377, 1384, 
1392, 1424, 1432, 1439 
Digital............ 1345, 1377, 1384, 
1392, 1424, 1432, 1439 
Pulse Generators ........ seb USA, 
1384, 1392, 1424, 1432, 1439 
Signal Generators ....... Tebsils USMA, 
1384, 1392, 1424, 1432, 1439 
Sine/Square Wave 
Generators ........ wstoml, Ter, 1ketet 
1392, 1424, 1432, 1439 
Temperature Testers.... 1377, 1384, 
1392, 1424, 1426, 1432, 1439 
Test Equipment 
Arbitrary Generators......... sole 
1377, 1384, 1392, 1424, 1432, 
1439 
Audio Generators ... 1351, 1377, 
1384, 1392, 1424, 1432, 1439 
Calibrators.... 1377, 1384, 1392, 
1424, 1428-1429, 1431-1432, 
1439 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


FLUKE (continued) 
FLUKE CALIBRATION (continued) 
Test Equipment (continued) 
Multimeters... 1345, 1377, 1384, 
1392, 1424, 1432, 1439 


Pattern Generators........... istenle 
1377, 1384, 1392, 1424, 1432, 
1439 
Temperature ...........13877, 1384, 
1392, 1424, 1426, 1428, 1432, 
1439 
Temperature Testers......... Sve 
1384, 1392, 1424, 1428, 1432, 
1439 


Tone Generators..... ein, WSN, 
1384, 1392, 1424, 1432, 1439 
Thermometers... 1377, 1384, 1392, 
1424, 1426, 1428, 1432, 1439 
FLUKE NETWORKS ........ 1377, 1384, 
1392, 1424, 1432, 1439 

LAN Interconnect Products 

Cable Testers and 


Accessories............ ERE. SIT, 
1384, 1392, 1407, 1409, 1424, 
1432, 1439 


Network Testers ..........1377, 1384, 
1392, 1407, 1424, 1432, 1439 
Test Equipment 


Cable Testers.......... 226 miloiale 
1384, 1392, 1407, 1409, 1424, 
1432, 1439 

Tools 


Cable Strippers ...... 1241, 1377, 
1384, 1392, 1424, 1432, 1439 
Kits/Assortments.... 1250, 1377, 
1384, 1392, 1424, 1432, 1439 
Wire & Cable........... 1241, 1377, 
1384, 1392, 1424, 1432, 1439 
Wire Strippers ... 1241, 1377, 1384, 
1392, 1424, 1432, 1439 

Hand-Held Oscilloscopes........... 
Humidity Sensors/Testers... H 
Infrared Temperature Probes...... 1390, 


1422-1423 
Insulation Testers............-. 1396-1397 
Kits/Assortments 
Multimeters .............:++ 1386-1387 
Test Probes......... 1265, 1390-1391, 
1432 
Megohmmeters 1396-1397 
Meters 
Carbon Monoxide Test........... 1432 
Current 1381, 1434 
Digital 1380-1381 
Military Index....... 1380-1381, 1386 
MOIStUIRG Fie cictrcceverexerecesee cesses 1426 
Ohmmeters ... 1396-1397 
Power 1400-1401 
Thermometers....1390, 1422-1423, 
1426 
Military Index ........::20 1380-1381, 
1384-1386, 1434 
Moisture Meters... 1426 
Multimeters 


Digital ....... 1377, 1380, 1383-1387, 
1390, 1397, 1428-1429, 1432-1434 
Kits/Assortments........... 1385-1387 
IWatenpnoOfiriescccscssssseeereeee 1385 
Wireless Remote Display ....... 1384 
Oscilloscopes 
Phase Monitors 
Probes 
Temperature .........::0+: 1422-1423 
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FLUKE (continued) 
Probes (continued) 
Thermocouple 
Sensors 
Temperature Meters 
Temperature Probes .... 
Test Equipment 


Calibrators... 1428-1429, 
1433-1434 

Pressure 1430 
Process 

Continuity Testers ... 

Counters. 

Data Loggers 

Distance 

Ground Resistance Testers.... 1397 

Kits/Assortments.........-:::00 1432 

Military Index...........0 1385-1386, 


1400-1401 
Multimeters ........ 1377, 1383-1387, 
1390, 1428-1429, 1433-1434 
Oscilloscopes 
Power Analyzers : 
Temperature Testers..... 1424, 1426 
Temperature/Humidity 
Testers 
Thermal Imagers 
Voltage Detectors......... 1265, 1402 
Voltage Testers....1265, 1390-1391 


Thermal IMagers.........:-::c1ceeeee 1424 
Thermocouple Calibrators.......... 1428 
Mhermocolplostercessenccrcee er 1426 
Thermometers 


Voltmeters 


G 


GC ELECTRONICS 
AGaplersyweenccesctccerraretirr 233-234 
Connectors ... 233 


Extension Cords ... 


Telephone Accessories..........:::0+ 551 
Ce] eeeieeae eee ieee eet ere eee oeree 85 
GEMS SENSORS 

Military Index ........... 1096, 1098-1100 

SEMSONS oy scesscesecseccceceerceence 1095-1096 

Switches 

Liquid Level............... 
PHOSSUNG iszccccexccssccssceesceccccescess 


GENERAL DEVICES 
Cabinet Rack 
Accessories 


Brackets 

Cable Carriers/Organizers...... 1521 
GMASSISS.<2.2e2sccccececesscesssensscasces N62 
Chassis Slides 1519-1520 


Shelves 
Sliding Shelves 
Chassis, Rack Mount... 
Kits/Assortments 
Slides, Chassis 


GENERAL TOOLS 


RUINGHOS eee erercerscrntrrstrrs 


GENERAL DEVICES (continued) 
Tools 


Rilosieiatanterrecrrrrrecrenss 
Magnifiers 
Mirrors, Inspection 
PinkViseS*.crvereecscs 
ISOS en nrrrrccnirereeres 
GENTEQ ee 84-85 
GLOBAL CONNECTOR 
TECHNOLOGY (GC1)......... 207 
Connectors 
Board-to-Boardinsweswer 180 
Lighting 
Memory Cards 
Military Index ae 
Receptacles coe SS 
ol 2 Sp eperrer pacha er ere revs Amant hi 201, 207 
Military Index .........0.. lSve2 Oiler 
Socketsse Ci Boandavecretes 157 
GRAYHILL INC. 
Gontiollensivcccrcecercrsscarecsereees 1162 
EMGOders ts cawcancrsirsnc weer, 1179 


Military Index .... 971-972, 1000-1001, 


1042, 1179 


Modules... 1162-1163 


Switch Accessories 


Switches 

DOU s ccscrscrsessssressssasrsameumeneree 1042 
Pushbutton, Illuminated........... 971 
Pushbutton, 
Nonilluminated ..........:0+06 971-972 
PRA oe rerecercssessesccssccnces 1000-1001 
ele lo le aisissreerreerreerreyre 1009-1010 

GREENLEE 


COMMUNICATIONS. ........ 1230, 

1240-1241, 1267 

Cable Cutters.. 
Cable Strippers..... 

Chassis, Rack Mount 


Connectors 

Crimp Tool Kits 

Cutters.......... 1230, 1238, 1240-1241, 
1243, 1248 

DFU BSc ec ccccac ascuscusausanantvawneswns 1267 

PI SOS sc cccceccccesesccsscssessaseceseerencs 1267 

Kits/Assortments 


1230, 1239, 
1242-1243 


Telephone Accessories 
Termination Kits/Assortments..... 1230 


Test Equipment...............5 1229-1230 

Tools 
Cable Strippers............ 1239-1240, 
1243, 1249 


Crimp ........ 1230, 1239, 1242-1243 


FLU - HAM 


GREENLEE COMMUNICATIONS 
(continued) 


Tools (continued) 


Kits/Assortments.........::1:00 1230 
RoOunGIPUMCheSiemeevrrr cs 1257 
SrepiDUBRS ae 1267 
Wire & Cable 
Wire Strippers.......... 1238-1240, 
1243, 1249 
UTP Termination Kits... 1230 
Wire Cutters............ 1238, 1240-1241, 
1243, 1248 
Wire Strippers......... 1238-1240, 1243, 
1249 


GW INSTEK....... 1342, 1345, 1352, 
1359-1361, 1363, 1366, 1377-1378 
Bench Oscilloscopes..........000. 
Bench Power Supplies s 
[B85 Bn 3 (0 & Vrrrerrers propre rrereeeerreereeeren 
Digital Storage 
@scilloscopesneeereee: 
Function Generators............000 
Military Index 
Oscilloscopes .... 
PowegProductspmmnusem srr 
Test Equipment 


Arbitrary Generators............... 1352 
IDG OAS oi asssssssssssesseasessesasoes 1374 
Oscilloscopes.............+. 1341-1342 
Power Supplies .........:cccse 1365 


HAMLIN 
Military Index ............. 939, 1053-1054 
Relays, Reed, Dry ..........::sseecceee 939 
Sensors... LOVE nti 
Switches 1053-1054 
HAMMOND ......873-874, 883, 885, 
1456-1457, 1489, 1507, 1512, 
1523-1524 
Boxes 
DIN Rail Mount.............. 1456-1458 
Junction 1453-1455 
Military Index.... 1453-1458 


Cabinet Rack 

Accessories ... 1507-1514, 1523-1524 
Bottoms 
Brackets. 
Desktops 
Drawers.. 


FYAIM@S ieitcsssesseeesrvesseasevesrecsees 
Hardware, Mounting .... 1514, 1522 
Panels ....... 1509, 1512-1514, 1523 
PRON os everecevasnesseateaaeverver 1508-1509 
Shelves... 
Slides 


Enclosures 
Accessories/Hardware 


Hole Plugs 


Panels... 
Rubber Feet. 
Aluminum. ........-.+- 1458, 1478-1483 
Boxes ........ 1453-1455, 1480-1481 
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HAMMOND (continued) 
Enclosures (continued) 


GASlOIS is iceceeteeedcceusecannunnn 1508 
Chassis... ao UGK, eto 
CONT eereere res 1482 
Desktop 
Flame-Retardant ..........:::00 1490 
Hand-Held.........:::0:010 1490-1491 
HI@ALCIS..2.<<cccccesccccssecteceasveneee 1524 
Instrument.......... 1455, 1481-1482, 
1492, 1507 


1454-1456, 1458 
Mereeeneseress 1453-1458 


Nonmetallic 

PO Gard ies aciecccsseneares 1479 

Plastic 1456-1458, 1489-1492 

Rack Accessories 
BIOWGrS:seceaccecccncctes 1623 
Casters 1510 


Desktop Drawers... 
1508, 1510, 1512 

Mounting Hardware... 
PACKS cccccses 1507-1508, 1511-1512 


SNGIWOS se secccereevereertentencines 1507 
Steéelismrccss 1454-1455, 1480 
Wall Mount.......... 1454-1456, 1458 
Watertight........... 1456-1458, 1482, 

1489 


HAMMOND POWER 
SOLUTIONG.......... 873-874, 883, 885, 
1456-1457, 1489, 1507, 1512, 
1523-1524 
Industrial Control 
Transformers ....873-875, 883, 885, 
1456-1457, 1489, 1507, 1512, 
1523-1524 
Transformers 
Industrial Control......... 873-875, 
883, 885, 1456-1457, 1489, 
1507, 1512, 1523-1524 


Hardware .... 1514 
Heaters 

Instrument Enclosures 
Medical-Grade Products .............. 851 


Military Index ...874, 1507-1508, 1511 
NEMA Enclosure Accessories .... 1456 


Outlet Strips 
General-Purpose....... 851-854, 856 
Medical-Gradegiicrss<..s:.secereeere 851 
RackiMoUntasuaiesss 852, 854 
Power Products 
Outlet Strips 851-854, 856 
Rack Mount Outlet Strips.......0..... 854 
Racks 
INCCOSSONIOS mrresssersweereeeeseeezeee lS 
Gabinettercs:si= 1507-1508, 1511 
Mounting penance: 1506, 1512 
Relay 2 eee eaen einen cone 1506 
Tabletop eaeacnin, 1506-1507 
Reactors 


1511-1512 
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HAMMOND (continued) 


Transformers 
PUNO oasis cacascancneaseoseesensiess 883 
Chassis Mount................. 872-874, 
880-881 
Enclosed i2.c..ccccsssess 874, 880-881 
Isolation 


Power 
Step-Down... 874, 880 
Step-Down/Step-Up.......... 880-881 
Ree eee a 881 
Li ccanbeveaveaveesatzsszesee 873, 884 


132, 222, 258, 261, 
312-314, 1093 


Computer Products .........:00000 1168 

Connectors ............ 257, 261, 313-315 
Covers.... 2 314 
DIN 41612. piGe-130 
D-Sub..... ..240, 257-258 
[DES Wle) [nlovere Sin nececeeccecceeecereeed 261 
D-Sub/Coaxial 
Combination erccrnes 257-258 
EMI Filtered eon 
Eurocard... 132 
Housings 315 
ID@ereacancn soo 
Industrial Control.. 313-315 
Insertion/Extraction Tools ........315 
MilitenvilniGlexcmseseveevervecm 315 
PaneliMOuntirccsscccececie 313-315 
RackjandllPamelinvrcssssssssscs= 316 

EMI Filtered Connectors............... PAX 


Ethernet Interconnect 


HARWIN .............0.... 158, 160-161 
CONnNeClOnS 159, 161-162 
Board-to-Board...........:::::2c0+ 130 
IGAC SIS eereerrereercrccc cen 158, 160 
FIOUSINGS ierccseereneeceseessteearresrees 158 
Military Index.............e 159-161 
PaneliMotinteecssnvseverencens: 159 
PC Board. cccscnse 124, 130, 159-161 


PC Board Pins/Plugs ........ 161-162 
PC Board Receptacles......159-160 


Lg [Ure 2 ce: <n 161-162 
Receptacles 
Board-to-Board ............ 159-161 
Wire-to-Board...........-. 159-160 
SOCKS: Aerrenevsresseessrsens 158-159 
MOOISSeerecresccsneessseelieiiiirerteerers 161 
inlets loll iierrecrreerrrerrsevrserrerererrrere cece, 158 
Militanyilncdextaea cs veevreiee 159-161 
fllelel ervrerreeerreriversserrserreeereeerrercertrc 161 
HELLERMANN TYTON......619 
hiGGSIEC. 1147 
HIRSCHMANN..................... 1169 
HOFFMAN 


HOFFMAN COOLING 
Cabinet Rack Accessories..... 1532 


HOFFMAN (continued) 
HOFFMAN COOLING (continued) 


Enclosures 
Accessories/Hardware ..... 1524, 
1626, 1532 
FANS wesstssseresecenreesrvesseneeewcesers 1532 
HOFFMAN 
ENCLOSURES. cccccccesccsess 1460-1465, 
1467-1470, 1474, 1515-1516, 1525, 
1532 
Boxes 
Junction......... 1459, 1461-1464, 
1470 
Military Index.............2 1459, 
1461-1466, 1470 
SLOG lrcrr ee 1467 
CADINCS -cccicctcecccseeses 1469, 1515 
Enclosures 


Accessories/Hardware ..... 1459, 
1464-1465, 1468, 1525-1526 
Aluminum .........:2::0 1461-1463 


Oiltight 

Polyester 

PUsh BU thom peeseeeeeseesee sees 1474 

Rack Accessories.. 

Stainless Steel......... 1462-1463, 
1474 

Steel ....1459, 1461-1466, 1470, 
1474 


Wall Mount ....1459, 1462-1466, 

1470, 1492, 1515 
1462-1464 
1464-1466 


Watertight... 


Military Index.... 

NEMA Enclosures......... 1466-1467 
(OUEST OS cececececeeercececeeereos WS 
Rack Mount Outlet Strips ...... 1515 
ite 0) percent reerrerrecrenree rae 1515 


HONEYWELL ......981, 1079-1080, 
1086-1087, 1107 


Counters 

Encoders a 
MONEY WERIEINI SPS meee 981, 
1079-1080, 1086-1087, 1102, 1107, 
1124 

Semiconductors 

Magnetic Sensors .............. 981, 
1079-1080, 1086-1087, 
1101-1103, 1107 
Sensors, Magnetic ............. 981, 


1079-1080, 1086-1087, 
1101-1103, 1107 
Sensors, Temperature ........ 981, 
1079-1080, 1086-1087, 
1101-1103, 1107 
Sensors 

Magnetic.......... 981, 1079-1080, 
1086-1087, 1101-1103, 1107 
Temperature ....981, 1079-1080, 
1086-1087, 1101-1103, 1107 

Humidity 
Sensors/Testers .......::::0 1120-1121 


HONEYWELL (continued) 
Magnets 
POEMS ester ee 
Military Index - 


1032-1034, 1094, 1100 


Optoelectronics 


Optical Switches... 679 
Sensors 
Switches 
Potentiometers 
Conductive Plastic............ 101-102 
Multiturn 102-103 
Wirewound.... 102-103 
Resistors 
Military Index............: 101-103 
Semiconductors 
Optoelectronics... 679 
Sensors, Hall-Effect ............... 1104 
Sensors, Magnetic ..............-. 1104 


Sensors, Pressureé......... 1088-1089 
Sensors......... 1088-1090, 1104-1105, 
1108 


... 1080, 1103-1106 
Humidity 1120-1121 
Linear Motion... 
Liquid Level... 


Magnetic ... 


Military Index. 
Motion....... 
PC Board 
POSIION ..::c::<-<n0c0 1080-1081, 1103, 
1105-1106 
PhOSSUNGMarestceces 1087-1090 
Proximity, Magnetic..............-. 1080 
Temperature ............+- 1108, 1120 
Signal Conditioners .........0...008 1092 
Switch Accessories .......... 1010, 1066 
Switches 
JACTUATOIS i. ccssccssccssecsscesscessere-e 1023 
Enclosed Basic 1034-1035 
Explosion Proof 1034, 1188 
1030-1035, 1188 
Military Index.... 1022-1025, 
1034-1035, 1067 
Pushbutton, Illuminated.......... 972, 
1066-1067 


Pushbutton, Nonilluminated ... 972, 
1023, 1038-1039, 1066-1067 


Sales 1032, 1188 
Safety Interlock/Door............ 1032, 
1038-1039, 1188 
Snap-Action.............+. 1022-1025, 
1034-1035, 1067 


1010-1012 


690-691 

HUBBELL WIRING 
DEVICES 526-527 
Boxes... Oe 
Conduit . eo 2) 


Connectors .... 509-511, 524-527, 530 


529-531 


Eicuiictighttesermes etre eee: 530 
Plugs/Jacks 


Wiring 
Receptacles 


HUBBELL WIRING DEVICES 
(continued) 


Boxes (continued) 


Medical-Grade............. Silileo25) 
Surge Suppression. "O26 
NViniinlpeeeeeetes 510-511, 524-527 
Straight Blade ...510, 524-525, 527 
necerercee SE) 

Weathentight rrrccccenceccecerecses 510 
slit gle WRareresenveserececrrererereceren 525-526 
Medical-Grade Products ...... Sill, Ses) 
Military Index ...........:ceeeeeees 526-527 


Receptacles 
Military Index.... 510-511, 524-525, 


527 

SS ee oe ore orca eree 525-526 

NI AlitT ale Mepeereneeesereererceererereetrectrecer® 525 

Surge SUPPIeSSOIS ..........::eceeeees 526 

SVUIEC TOS cetraestentnce ee ean Kner 753 
Wire Management Products 

Cable Connectors 529-531 

(COncliGrips srsersseresecesssreseeseese 531 

Strain Reliefs . 530-531 


Wiring Devices 
Wiring Grips 
Wiring Receptacles............:::::0+ 526 


MCM PRODUCTG............... 1578-1726 


IAC INDUSTRIES....... 1313-1314 


(DEA cae 1239-1240 
Cable Markers ... 
Connectors . ... 500 
Cutters ..... . 1237, 1248 


Military Index ...........e 1241, 1243 
Storage Products 


Test Equipment..... - 1263 
Tool Storage Products..............+ 1303 
Tools 
Cable Strippers ...1237, 1239-1240 
(GriIMPicrecsevccsccscesccessveeece 1241, 1243 
Fuse Pullers... 
Telephone 
Wire & Cable 
WireiStrippenSiec. creer: 1237, 
1239-1240 
Wire Cutters..............00000 1237, 1248 
Wire Marker Products.............:.++ 652 
Wire Strippers.......... 1237, 1239-1240 
IDEG serra 927, 1001, 1157 


Cable Assemblies........ 


DIN Mounting Rails/Tracks .... 
ENGlOSUMeS ire cenecn ces 1474-1475 


Military Index .. .784, 896-898, 
972-973, 980-981, 987, 1067-1068 

Power Products.... 

Relays, Control 

Relays, General-Purpose/ 

InGUStriale eee eceeecececseertiees 896-898 

Relays, Programmable 


Relays Simattecscssccccsecsccsseseses 1157 
Relays, Sockets ...........:::0+ 896-897 
Relays, Solid-State .............:::e 949 
Relays, Time-Delay 1136 


Sensors... es 
Switch Accessories ............ 980, 1067 
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IDEC (continued) 


Switches 
WGN Gees cerctrcenversescesseceriee 973, 987 
22mm.....972-973, 981, 987, 1001, 
1067-1068 


Emergency Stop ... 987-988 
Illuminated --.. 987 
Military Index.... cece lef 
Pushbutton, Illuminated.......... 973, 
980-981, 987, 1067 
Pushbutton, 
Nonilluminated ......... 972-973, 980, 
987 
Selector 


Signal Indicators .. 
Timers 


LET EABS eae 1362 
ILLINOIS CAPACITOR, 
INGE ee tne eran etter 81 
IMLEC/ 
INTER-MARKET.................. 1059 
IMO PRECISION 
CONTROLS 
GOMVONLOMS iat eccsscccccccccesccesterscessces 1176 
Relays, Automotive..........ceeceeeee 926 
Relays, General-Purpose/ 
lndustrialitrerrc rr 898-899 
Relays, PC Board, 
MCUs HOlObercecrcessre sree: 898-899 
Signal Conditioners .............005 1176 
INFINEON 
TECHNOLOGIES. ............ 62, 934 
INTERNATIONAL 
RECTIFIER .00...cccccscsoscse 62 
INTERSIee rere 41-42, 44 
ISOTIP 
(See WAHL/ISOTIP) 
IST INNOVATIVE SENSOR 
TECHNOLOGY 1121 
ITT CANNON...245, 258-259, 261, 
316, 356-357 
Connectors ... 252-254, 258, 315-316, 
349-350, 358 
Backshells, D-Sub ... 262 
Cable Clamps ... 856 
Cable-to-Cable .... 315-316 
019-316 
347, 349-350, 353-358 
Circular Cable Clamps.............. 356 
Circular Protective Caps.......... 358 
COAX all cceareceeecaccxcccascconseesss 315-316 
Contactsheesn 245, 259, 316, 356 
D SUCH eee 245, 252-254, 258 


D-Sub Backshells ... 
D-Sub Contacts ... 


D-Sub Hardware..... 
D-Sub Lock Assemblies ......... 
D-Sub/Coaxial Combination.... 258 
Dust Caps/Covers... 
Junction Shells 
Kits/Assortments Stoel, eho 
Microminiature 253-254 
MI C1 AS SO i ccceccencceeecreeseeeseees 245 


ITT CANNON (continued) 
Connectors (continued) 


MIE C264 82 Nearer arr 353 
MIL-C-5015... 347, 357 
MIL-G-45204. nea 
MIL-M-14 wn 245 
Panel-to-Panel ...............+. 315-316 
Rack and Panel................ 315-316 
Weathertight..........::.:00 Biss}, Clove 
DINE a cvccasposvospesssasecsscesamummanen 315-316 
Crimp MOoliKitsPrvesesseeerrs 353 
Hardware ........... 261, 356 
Kits/Assortments ..... 353 


Lock Assemblies, D-Sub.... cacy ABD) 
Military Index ........ 315-316, 349-350, 
353, 355-356, 358 


ITT SEALECTRO 
Adapters 


Connectors ar 
J NofeYo} X=) Rolrerravrreerreerreerriivirie tis err 399 
Coaxialivercccritr 399, 419, 422 
MIIESC-S9 Ol 2iererszsss-c seer 419, 422 
a errr errr reeprerrer 399, 419, 422 


wn 419 

Terminators ...... 
RF Coax Connectors 
Subminiature Connectors... 


ITW SWITCHES...........0...0...... 973 
Switches 
Military Index....... 1025-1026, 1068 
Pushbutton, Illuminated ....973-974 
Pushbutton, 


Nonilluminated .......... 973-974, 984 
Pushbutton, 
Vandal-Resistant..........:::0::0+ 984 
Snap-Action........ 1025-1026, 1068 
Vandal-Resistant ... 984 
J 
JOHNSON 

AGADLONS ies cccscccesereceecteeeumeness 399-400 

Cable Assemblies ...........::ccecee 541 

Connectors..... 400, 427 
Adapters. 399-400 
Coaxial .....400, 419, 422, 425, 427 


400, 419, 422, 425, 427 


wn A199 
Military Index me d2i: 
RF Coax Connectors............. 422, 425 


JONARD INDUSTRIES 
JONARD TOOLS .... 1226, 1252, 1255 
Alignment Tools 
Burnishers 


Kits/Assortments 

Thole Sinan 1252, 1255, 1263 
Military Index... 
Multipurpose Tools.. 


Bulb Installation/ 
Removal 


JONARD INDUSTRIES (continued) 
JONARD TOOLS (continued) 
Tools (continued) 


Kits/Assortments 1252 
Military Index... Pal 2oil 
Multipurpose ..............:0+ 1255 
Probe Ricsieesseeseeee ees 1255 
Punch Down 1263 


Stripping... 1226 
Termination...... pal263, 
Torque Wrenches............-++ 1258 
Wire & Cable..1226, 1237-1238, 
1240 

WN Ate\iYel ale sheererecereeretteceecceeste 1258 
Wire Cutters ....... 1226, 1237-1238, 
1249 

Wire Strippers ....1226, 1237-1238, 
1240, 1263 


MCM PRODUCTS........ 1578-1726 
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KEITHLEY 

INSTRUMENTG......... 1347, 1368, 
1375-1376 


Bench Power Supplies ...... 1367-1368 
Digital Multimeters... 1346-1347, 1358 


1347 
1347 
Militeayal NMG @xXaerererseteterereerereerrest: 1347 
Multimeters 
Benchtop... 


Digital ........ 
Power Products.... 
Source Measure Meters ra 

1367, 1375-1376 
Test Equipment 
Arbitrary Generators............... 1353 
Current TesterS.........:c:eccee 


Power Supplies 
Switch Systems = 
VON OLONS anicassssccsscscasececccexisassass 


KEMET 
Capacitors 
Ceramic Multilayer ................ 75-76 
Ceramic Surface Mourt........ 75-76 
Surface Mount 


Tantaltimpsolichwencecrs 78-80 
Tantalum Solid 
Surface Mourt..............+5 78-80 
Military Index ..........:eeseeeeeeeeeeee 78-80 
KESTER 


Solder 
Flux-Core, Extruded-Bar... 1217 
Flux-Core, 
Lead-Free...........:0 1215-1216 
Flux-Core, No-Clean......... 1216 
Flux-Core, Organic ... 1215-1216 
Flux-Core, Rosin....... 1215-1216 


Flux-Core, 

Water-Soluble........... 1215-1216 

SOU WNC aainscstececsccseesecese 1215 
Solder ...... eo TAG 
Soldering Products .....cccccccccecsssss 1218 
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KEYSIGHT 
TECHNOLOGIES ..... 1340, 1349, 
1357, 1363, 1369, 1424 


Amplifiers 
Audio Equipment.. 
Bench Oscilloscopes......... 1339-1340 
Bench Power Supplies 
Programmable.....1359, 1368-1371 
Single Output...... 1349, 1369-1371 


Mniple@utouteence: 1370-1371 
(@fo[U] q} (i Cipeerereeeeeee ere rer 1357 
Data Loggers .. 1358-1359 
Data Switches... ... 1358-1359 
Digital Multimeters............ 1348-1349, 


1381, 1387-1388, 1393 
Digital Storage Oscilloscopes .... 1340 
Electronic DC Loads 
Mainframe =sc--cssccccaseeseec - 
Electronic DC Loads Modules... 
Frequency Counter ......0...0000 
Function Generators.......... 1353-1354 
GPIB Converters... 


Metersiietccscosuenurarernn 1393 
Military Index .......... 1359, 1370-1371, 
1381 
Multimeters 
Benchtopiee-avauau 1348-1349 
Cable Assemblies 1388 
CLAM DOM cccscncssnssccsnennnne 


Digital ....... 1348-1349, 1378, 1381, 
1387-1388, 1393 


Kits/Assortments 
Test Leads..... 
Multiplexers .... 
Oscilloscope Probe Kits . 
Oscilloscope Probes 
Oscilloscopes 
Digital 
Hand-Held 
Mixed Signal 
SIO AUG rics sassassassaarsaasantaaare 
Power Products 
Supplies 


Diitalccseiceecccicv erences, 1371 
SOMSONSeeeeceeetee seas uinine 1121-1122 
Signal Generators ; 
Source Measure Meters . 
Test Equipment 

Accessories........ jeSomlonom soe 
Component Testers... 


Counters 
[DL Ox Ker: (ee iererrerreeemnreeercoae 1375 
Insulation Testers .......... 1397-1398 
Military Index............0 1378, 1393 
Multimeters ........ 1348-1349, 1378, 
1387-1388 
Oscilloscopes...... 1339-1340, 1378 
Power Sensors...........+: 1121-1122 
Power Supplies .......c:csccsesnene 1370 
KEYSTONE ELECTRONICS 
CORP enc nenune. 503, 846 
Automotive Fuse Clips........... 738-739 


Automotive Fuse Holders....... 738-739 
Battery Accessories 


NOHOS eo eccereeescrernnnne ust 845-846 
Contacistrrcrccescescor 844-845 
HIGGS. <cccccccscesesscsecsecscnuae 846-849 


.- 848 
503 


MANUFACTURER Index 


KEYSTONE ELECTRONICS CORP. 


(continued) 
Connectors . 
Ferrules.... 
Fuse Clips... 
Fuselbloldersniirancence 738-739 
Fuses ....... 738-739 
Mandles: vei aie wccncaiconsess 1278 
Hardware 
Bumpers, Rubber................--. WATT 
Clips 739 
Holders 
Battonyicccccccccserccecs 846-848 
Screws 264 


Standoffs, PC Board.. 
Instrumentation Handles. 
Instllatorspeeseseeees 


Screw Terminals. 


Sockets, Transistor ...........::cccc 1570 
Terminal Boards, Turret................. 503 
Terminals 
[TOFS (Sa ipeerremeerrereeerrereeeecectee 434 
PGiBoaldivescrcccseeee: 433-434, 503 


433-434 


KINGS oe ee ol BY 
Adapters .. .... 400 
(GOMMCCIONS eeeeeeeeeeee ee 400, 415-416 

GSD IONS soo crsssassssssrcrccers 400, 411 
BNC 411 


«400 
6, 427 


Military Index 
RE CoaxiConnectorsraccrerr i: 427 
KLEIN TOOLS. ............ 1232, 1244 
Cable Cutterseicccccescesssneeeers 1248 
UMONS coceceen tae: 1239, 1241, 1244, 
1247-1248 
Kits/Assortments .. 1232 


Military Index ..... 
PlionSktenvar ene 
Screwdrivers 
Storage Products...... 


Tool Storage Products............. 1303 
Tools 
USIP pea saaeeuremanuen ve reer ease 1241 
Locking Pliers 1226 
Multipurpose 1241 
Wire & Cable ............0 1239, 1241 
WIeNChOSka sc csccursereieiererss 1261 
Universal Brackets.........ccccc0 1247 
Wire Cutters........... 1239, 1241, 1244, 
1247-1248 
Wire Strippers... 1239, 1241 
KNIPEX ere ccntetrn 1263 
Cutters: aetna WETE, WT 
Kits/AssontimentStesccscecersrrreset2 1227 
Military Index .........:0ceeee 1241-1242 
Pliers........ 1226, 1241-1242 
SNGANS hares ees 1241-1242 


KNIPEX (continued) 
Tools 
BIAGGS isis cscvssereteeceereereseeees 


Multipurpose... 
Stripping 
Wire & Cable .... 
Wrenches 
Wire Cutters... 
Wire Strippers 


KROYILECG he ea 652 


MCM PRODUCTG............... 1578-1726 


L 


LASCAR ELECTRONICS 


Display Accessories...........2:0+ 1148 
[DIE felleWoherrerererrrceerererecerecrerrrercr 1148 
Meters 


Panel Meters.. 


Tlouich| ScreenSrase-e es 1148 
L-COM CONNECTIVITY 
PRODUCTS. .............ccccces 537 

(AGapters). ficassrsrrssreces 203, 234 

Cable Assemblies 

Category 5E 


Coaxial 


HDMI 208 
IEEE 1284.. 545 
Interface Bus. 545 
USB. 537 
VGA. .. 208 
Video... 208, 254 
(Grol lalsloitolacierrrreceeerrrrereceerervre ti 254, 469 
Lightning Protectors ..............::++ 859 
Modular Jacks/PlugS..........00000 218 
Patch Cords 
Terminal Block Interfaces ............. 469 
Video Converters .......:.:ccceeeeee 208 
LEDEX 


(See JOHNSON ELECTRIC) 
LIN ENGINEERING............ 1173 


LINEAR 
TECHNOLOGV.......40-41, 43, 45, 
55-57 
LINEMASTER........................ 1055 
Military Index ..........:..: 1054-1056 

Switches 
FOO U eecccccecerceesceeeneeneser 1054-1056 
LITTELFUSE............ 720, 723, 735 
Automotive Fuse Holders.............. 733 

Blocks 

Fuse 701, 736-737 


736-737 
722-723 


PC Board... 

Fuse Clips 

Fuse Holders 
PSO) ss cacevcsssassnseseveereesserre vor 
Auto Blade Fuse............... 724, 737 
Indicating tresses 734-735 
WeLINGseeecesnsedesesn 733-734 


Fuse Holders (continued) 


LITTELFUSE (continued) 
In-Line, ATO 
In-Line, Mini 
Panel Mount 
PC Board 
Pico II® Fuse.... 
Shock Safe 


Snap Mount 
Fuses 
oS ARS 9S, [ee ecco eee 729 
1/4 x 1-1/4"... 714-717 
INA ease ..716, 719-720 
SAG... 714-715 
5 x 20mm.. 713-720 
Automotive 723-724 
Axial Lead 
Fast-Acting essere t 719 
Time-Delay ...........:::2++ 708-709 


707-708 
722-724 


Very Fast-Acting. 
Blade... 


Cartridge 
Ceramic 
Fast-Acting........... 701, 715-719 
Slo-Blo®............. 700, 713-714, 
716-717 
Time-Delay ............05 Teles (Al 
Very Fast-Acting.............+. 700 
Current-Limiting ...........::e 728 
Dual Element, Time-Delay........ 729 
@PtUll@ sss cssecesseccsesscccesccascesseesse cM 
General-Purpose...........-::2: 729 
Glass 
Fast-Acting........... 713-716, 719 
Slo-Blo®....... 714-715, 717-720 
Time-Delay .. ccciiecces (E120) 
[Inte IfeF= tafe pee aosasosscccseeeenereeeencccecn 729 


Military Index... 
IPC iBoardins cc.rssscccsces-cesreeeerece 
PTC Resettable 
RadialMeadiencsn..a 
Surface Mount 
Circuit Protector... ans (02 
Fast-Acting.. ..699, 701-702 


Resettable ... 
Slo-Blo®... 
Time-Delay .. 
Very Fast-Acting . 
WME, czecz eee cccztcereececssees 699 
Hardware 
Holders 


733-735, 737 
LITTELFUSE WICKMANN ... 720, 723, 


735 

Fuse Holders 
Panel Mourt............... 20 miesr 
734-735 
PC Board...... 720, 723, 734-737 

Fuses 

PC Board.....704-706, 720, 723, 
735 
Radial Lead.......... 704-706, 720, 
%2a, 736 
Military Index ............+ 68-69, 688, 694 
PTC Resettable Fuses............::0+ 694 


Semiconductors 
Diodes, Transient Voltage 
SUPPVOSSOF ssssccccstrsrcccccceeceees 
Surge Arresters 
Transient Voltage 
Suppressors 
Surge Arresters 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


LITTELFUSE (continued) 
Surge Protector Gas Discharge 


Atray /BIghtiBanStercceceecnrenrcsers 677 
TMOKU= HOlONercrnceteceeeseee ss 672-673 
[LY > 4 © I eek azcerrreere cares 1290-1291 
MCM PRODUCTS ............ 1578-1726 
MACROMATIC 
MACROMATIC CONTROLS 
Relays, Current Control.....927-928 
Relays, 
Phase Monitoring............-- 928-929 


Relays, Time-Delay ...... 1136, 1149 
Relays, Voltage Monitoring...... 929 


MALLORY 

MALLORY SONALERT .........-.::5++ 112, 
1180-1181 
Militanyilnclexierrerreecccrcr: 112 
Warning Devices ............::::2 112 

MARATHON 

Connectors 

Terminal Strips/Blocks .....434-436, 
449-450 


Terminal Strips/Blocks...435-436, 449 


MASTER 

APPLIANCE .................. 1221-1222 
Heat Gun Accessories....... 1220-1221 
Fe atiGuns) seccreccconsteceee estes: 1220-1222 
WO0)S. casan csetesccccrencens 1207-1208 
MAXIM INTEGRATED ......... 41, 
43-45, 57-59 

MEASUREMENT 
SPECIALITIES, INC............. 692 
MEGGER ee 1398 
Continuity Testers............. 1394-1395, 
1398-1399 


Current Testers 


Insulation Testers 1394-1395, 
1398-1399 
Megohmmeters 1398-1399 


Microhmmeters 


MENDA 
(See DESCO, INC.) 


METCAL 
(See OK INTERNATIONAL) 


1.800.463.9275 © Access the Entire Product Range at www.newark.com 


MANUFACTURER Index 


METROPOLITAN VACUUM 
CLEANER .............0.0.000000.. 1331 


MICROCHIP ............. 26, 42, 44-46 
Development Systems,, 
Semiconductors 


Accessories...... w. 13-14 
Demonstration Kits . 1s Ak, 283 
Evaluation Kits .14, 36-37 


Microcontroller... 13-14, 16-17, 21, 
vx) 


Development Tool 
Accessories 


Kits/Assortments 

Microcontroller Demonstration 

BO ands) se ereecrrrcereceress soceruerestrcscrst 16 
Microcontroller Development 

RSV SUING ss <cseccccecssassuszasaarterseccecessanias 23 


Microcontroller Development 


Military Index .. 

Modules 

Programmers, Microcontrollers ...... 15) 
Programmers, Universal ..........-...++. 15 


Semiconductors 
Development Systems 

EValiationiKttSecccereerreereseeeees 

Microcontroller ..... 


Development Tools . 
Memory, EEPROM...........::0++ 
Microcontroller Development 
SYSUOIMS ioe ecczc cece cesccececestsvantesesscen 14 
Microcontroller Development Tools 
and Accessories 


MIDAS eee tee 677 

MILL-MAX................. 124-125, 201 
Battery Accessories...........:::::0+ 124 
Connectors 


Board-to-Board.... 
Crimp Terminals 


Military Index. 

PC Board....... . 201 
Receptacles .. 201 
Sockets 


Spring-Loaded ... 
Spring-Loaded 


Contacts iene rcrrerrrsrcscercer 124-125 
USB...... . 201, 207, 209 
Military Index .. .. 207, 209 
Sockets, DIP a 120-121 
Sockets, Integral Capacitor.......... 121 
Sockets, Solder-Tail.............. 120, 141 
MILWAUKEE TOOL.......... 1265, 
1311 

Battery Accessories.......... 1265, 1311 


(Cordless DnillliKitsiesesnenwenss 1265 
Cordless Driver/Drill Kits............. 1265 
Drill Bits 1268 
Drills jscccccse » 1265 
Flashlights co HEH] 
Kits/Assortments .. 1265-1266 
Lighting 

Pliers 


Saw Blades. 
Screwdrivers 


MITUTOYO .................. 1436, 1438 


MOLEX.......126, 162-171, 174, 199, 
201-202, 206, 208-209, 215, 231, 
285-292, 295, 302, 306, 436, 450, 462, 


508, 539 

Adapters p20 

Application Tooling ... 508 
Cable Assemblies 

HDMI... 208-209 

vere OP 


Connectors ...168, 174, 199, 285-287, 
291-293, 411, 422, 425, 474 
... 208 


Compression Lug$S.............000. 499 
Contacts... 162, 165, 292-293, 
305-306 


Crimp Terminals ....... 162, 164-167, 
169-171, 173, 287, 290, 293-295 
DVI Connector Systems........... 208 
FFE aecrsssecsnusennetnnnenuarn 181-182 
Headers.... 163-169, 172-173, 215, 
287-290, 292, 305-306 

High Power Connectors....305-306 


ousingsmr cers 164-168, 170, 

292-293, 305-306 
Intraconnectorsinensssn re 199 
PRD) ee pascecceerrnconowanas 199-200, 215 
URMDONS iercccccnssccscseaccecneececnesors 437 
Kits/Assortments.............. 171, 474 
Military Index............+ 292, 492-493 
Panel-to-Panel 1.00... 290 
PC Board.......... 162-163, 165-167, 


169, 171-174, 215, 292, 425 
PC Board Pins/Plugs . 295 


PC Board Receptacles eee ZS) 
Pin and Socket............00 285-287, 
291-296 

Plug & Socket mc ee 
Plugs/Jacks. «219-220 
Power....... 293, 295-296, 301-302, 
305-306 

Quick-Disconnect Terminals.... 492 
siseinanie Tee 168, 202 


we 411, 422, 425 


Sealed .... 
Shunts.... 


Terminal Strips/Blocks .....436-437, 
450-451, 462 
Terminals......... 171,173,287, 290, 
293-295, 492-493 

Tools.... 


Wire-to-Board .......... 162-167, 288, 


292, 305-306 
Wire-to-Wire..... 163-164, 170-171, 
288-289 


LIT - MUE 


MOLEX (continued) 

Headers 
Breakaway 172 
Military Index.....210, 215, 305-306 
PC Board... 165-166, 210, 305-306 


Wire-to-Board ...174, 215, 287-290 


Heat Sink Accessories.... w 199 
Cat SINKS evesecccereeseeeereeeereeeceessosee 199 
Kits/Assortments ...........0006 171, 287 


Military Index ....... 171, 200, 206, 215, 
287, 290, 294-295, 305-306, 411, 419, 
425, 493 


Modular Jacks/Plugs 
Category 5 
Category 5e... 
Category 6 
PC Board 

MOLEX / WOODHEAD .............4+ 126, 

162-171, 174, 199, 201-202, 206, 

208-209, 215, 231, 285-292, 295, 302, 

306, 436, 450, 462, 508, 539 
Connectors....... 126, 162-171, 174, 
199, 201-202, 206, 208-209, 215, 
231, 285-292, 295, 302, 306, 436, 

450, 462, 508-509, 539 
Electrical... 126, 162-171, 174, 
199, 201-202, 206, 208-209, 
215, 231, 285-292, 295, 302, 
306, 436, 450, 462, 508-509, 
539 

Wiring Devices......... 126, 162-171, 
174, 199, 201-202, 206, 208-209, 
215, 231, 285-292, 295, 302, 306, 

436, 450, 462, 508-509, 539 

Power Products. ...........:::000+ 174, 293 

Quick-Disconnect 

Terminals 

Receptacles... 

RF Coax Connectors............ 422, 425 

Terminals 


Quick-Disconnects.. 


RINQHIOMQUOReieeceececcet ee: 493 

Solderless .. 492-493 
Tools 

Cable Tie Installation................ 508 


Crimp ....... 171, 287, 290, 294-295, 
305-306, 493, 508 
Insertion/Extraction 


PG! Board etree cceeccerrestrecse Wl 
Pin and Socket... 287, 290 
Military Index.... . 171, 287, 294 
Wire Strippers 
MOUNTZ ....0.000.. cece 1260 
MUELLER ELECTRIC 
Alligator COS. cccc.ccccccsecercareerccesss 1411 
Cable Assemblies ..........:c::0:00 1420 
Connectors 
PU GAROT CUS aos ose ere ereereersses 1411 


MUE - MUL 


MUELLER ELECTRIC (continued) 
Connectors (continued) 
Banana Plugs/Jacks .............. 1413 
BNC Breakouts ... oe 
PIGS UACKS care ee 1413 


MULTICOMP ...174-175, 200, 232, 
265, 300, 308, 438, 471, 475-477, 479, 
481, 536, 546, 673, 1090, 1274, 1288, 

1522, 1553-1554 
1. 394 
1. 394 
1. 895 
oe PRY 
.. 233 
395 


Telco/Modular .. 234 


Telephone............. we 284 
Audio Cable Assemblies........ 538-539 
(AUGIGIEQUIPMeMtirrssc:ss:sceseteesees 113 
Bags, Static Control.. 1316-1317 
Braid .... 


Bushings 
Cable Assemblies 


Category 5E 1 843 
Centronics® Data .........:: 533 


ees] 
“ar Deo 
2 DG 
533 
ieee i 209 
IBM® Paralle 533 


IEEE 1284 Pesce 
Keyboard sisscscsrcrscecescseereecs 533 
Male-to-Female................ tsetse} teysta) 
Male-to-Male................06+ taste}, levetel 
MOGCMivcscsscceeccseeeceeeereravnnces 
Monitor... 

Mouse .... ee 
Phoneieltcierecsssssrereer: 538-539 
POW SUID DIC Wc zcczsczecreaseaetanzee 533 
Printer 


Video ... Wereycss) 
Cable Wrap. 621-625 
RSS EIUOUS ere tartans scarcer ee memes 
Chemicals 
iGhokesiBiltenic-cccsseeecceeeeeeresesees 877 


Computer Products cB IES) 
Connectors ... 174-175, 231-232, 255, 
264-266, 299-300, 384, 386, 394, 426, 


471,474, §12 
(Adaptensieccss-sucmen 233-234, 394 
VU Oiecesccseasezsacsusvienieer ars 384-386 


Breakaway Headers... 
Butt Splices....... 476-477, 480-481 
CATV Cable ... 538-539 
Centronics®-Type eeZls 
Coaxial ...... 393-394, 416, 423, 426 
...480-481 


MANUFACTURER Index 


MULTICOMP (continued) 

Connectors (continued) 
D-Sub Covers ... 233-234, 264-266 
D-Sub Hardware 200) 


D-Sub Hoods 
D-Sub Lock Assemblies .......... 265 
Dust Caps/Covers .. 266 


Electrical 


Fork Tongue Terminals... 
Gender Changers tee 
Heat-Shrink Terminals............. 


480-481 
IDC 255) 
Ouran 209 
UMPORSeeer eee: cee 118) 
Kits/Assortments 
Coaxial Connectors............. 394 
D-Sub Connectors .... .-. 266 
Terminals 2 474 
Military Index........... 118, 221,394, 
474-477, 543 
MMCX = 423 
Nae 394, 426 
PCG Board cn ierertcre 385 
Phone Plug Cable 
Assemblies... 538-539 
Pin and Socket................++ 299-300 
PUCC Sockets tercsrcceereeee 121 
Pltigs/Jackstrmecrcr: 385, 393-394 
Phoneeie eerie 384-385 
PION Ge insarccererecaass 384-385 


Peele] 
Ob 
Ole 
Power Plugs/Jacks .... Perrcl> 3] 
Quick-Disconnect Terminals.... 477 


RGA cecccerecutetesscaessigessserssesrerenre 385 
Receptacles 
Wire-to-Board............... 174-175 
Villa epee ceeeceererervrrvorerored Sie 
RE Serene: 393-394, 416, 423, 426 
RibboniGablepeecsrsssscs ere: 255 
Ring Tongue Terminals.....474-475, 
477 
Sockets 118 
SPlICOS lista eve dseessessserssess 471 
Terminal Crimp Tools..............++ 474 
HerminalititsSweresneneeeeesesse oer 474 
Terminal Strips/Blocks east Se}, 


451-458, 462-464 


USB 200, 536 
231-232 


GCouplersiesss scsi eres 
DIN Mounting Rails/Tracks......... 
DUStiNGISPrayS\erssscesessereereeeee 
EAU IRGNS cocci ceccesccceeeace 
EMI/RFI Shielded Tubing....... 
Fan Accessories 
Filter Assemblies..............:: H555 
Filters... i 1556-1557 
Guards.... 1553-1554 
ROWer COndS ferrrrecceeeseersee ee 1557 


MULTICOMP (continued) 
Fans 


DG. 
Fiber Optics 
Filters 

Chokes... 

Military Index. 


Fuse Blocks... 
Fuse Clips 
Fuse Holders 
Auto Blade FuSe............:::c0e 729 
In-Line, ATO.. 
Panel Mount.. 
PC Board 
Fuses 
Automotive 
Axial Lead.. 


Cartridge 

Military Index.... 

PC@iBoard eee 707, 709 
PTC Resettable ... 695 


Radial Lead ... 707 

Surface Mount . 695 

Thru-Hole Devices ..............:05 695 
Gloves 


Grommets... 
Hardware 
Bushings ... ~ 
D-Subminiature Connector...... 265 
D-Subminiature Screws ..... 


738 


Plugs... 1278-1279 
SCIOWS ivy cy sseeesesssrsseveessenssesrs 265 
Soldering LUGS... 499 


Spacers, PC Board....... 1281-1284 
Standoffs, PC Board.....1285-1286 


Washers ive mmcrurrmrrrce 1288 
Headers 

Board-to-Board..........:::ccecee 5) 

Breakaway..... 176 

Military Index. Sloe 

PC Board... 137, 175 

Unshrouded .. 20 Us TAS) 
Heat Sink Accessories...... 1569, 1571 
Heat Sinks. ccc sccscctesassasrsssszcees 1559 
Heat-Shrink Tubing... 628-629 
Hex Nuts 


Hex Spacers .. 
Hole Plugs 


In-Line Couplers ... 

Insulating Tubing... 

Jumpers 

Kits/Assortments 
Connectors, Coaxial ............0. 394 
Connectors, D-Subminiature ... 266 
Splices.... 

Knobs ieee 

LAN Interconnect Products .. 219, 221 

Lens Caps 1068-1069 

Line Reactors 884-885 

TUS ive scesetesevescesiesssrvessessesseeeesneasss 499 


Medical-Grade Products .... 
Military Index ....... 118, 123, 200, 386, 
394-395, 536, 877, 974, 1012-1013, 


1242, 1553-1554 
Modular Jacks/Plugs PPh, beyls} 
OUtSt Stripsteee eee eee 850, 854 


MULTICOMP (continued) 


Outlets reece! 
Patch Cords 
Peltier Coolers ... 
Piezoelectric Transducers...... 112-113 
Power Products 


Connectors.... ask, Sle 
Inlet Modules. 512, 547 
Outlet Strips .. 850, 854 
Receptacles .. ol D2, ET 
Supply Cords... -546-547 


PROROWER Pees. 174-175, 200, 232, 
265, 300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 638, 640, 659, 
673, 1090, 1274, 1288, 1522, 
1553-1554 
Bushings 
Cord Strain Relief ........ 174-175, 
200, 232, 265, 300, 308, 438, 
471, 475-477, 479, 481, 536, 
546, 617, 673, 1090, 1274, 
1288, 1522, 1553-1554 
Cable........ 174-175, 200, 232, 265, 
300, 308, 438, 471, 475-477, 479, 
481, 536, 546, 644, 673, 1090, 
1274, 1288, 1522, 1553-1554 
Cable Clamps .......... 174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
642-644, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Cable Glands ........... 174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 532, 536, 546, 
673, 1090, 1274, 1288, 1522, 
1553-1554 
Cable Tie Clamps and 
ICUpa 174-175, 200, 232, 265, 
300, 308, 438, 471, 475-477, 479, 
481, 536, 546, 643, 673, 1090, 
1274, 1288, 1522, 1553-1554 
Cable Tie Mounts.....174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 643, 
658-659, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Cable Ties ......... 174-175, 200, 232, 
265, 300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 656-659, 666, 
673, 1090, 1274, 1288, 1522, 
1553-1554 
Cable Wrap ...... 174-175, 200, 232, 
265, 300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 617, 673, 1090, 
1274, 1288, 1522, 1553-1554 
Cable/Wire ....... 174-175, 200, 232, 
265, 300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 595-597, 617, 
673, 1090, 1274, 1288, 1522, 
1553-1554 
Flexible ........ 174-175, 200, 232, 
265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
596-597, 673, 1090, 1274, 1288, 
1522, 1553-1554 
High-Temperature........ 174-175, 
200, 232, 265, 300, 308, 438, 
471, 475-477, 479, 481, 536, 
546, 596-597, 673, 1090, 1274, 
1288, 1522, 1553-1554 


1780 See the Full List of 500+ Manufacturers www.newark.com/manufacturers 
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MULTICOMP (continued) MULTICOMP (continued) MULTICOMP (continued) MULTICOMP (continued) 
PROPOWER (continued) PROPOWER (continued) PROPOWER (continued) PROPOWER (continued) 
Cable/Wire (continued) Heat-Shrink Tubing.......... 174-175, Shrink Tubing ...174-175, 200, 232, Tubing (continued) 
Hook-Up......174-175, 200, 232, 200, 232, 265, 300, 308, 438, 471, 265, 300, 308, 438, 471, 475-477, Split-Loom........... 174-175, 200, 


265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
595-597, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Card Guides.....174-175, 200, 232, 
265, 300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 673, 1090, 
1274, 1288, 1521-1522, 1553-1554 
Card Racks ...... 174-175, 200, 232, 
265, 300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 673, 1090, 
1274, 1288, 1521-1522, 1553-1554 
Dispensing Products 
Wire Dispensers .......... 174-175, 
200, 232, 265, 300, 308, 438, 
471, 475-477, 479, 481, 536, 
546, 616, 673, 1090, 1274, 
1288, 1522, 1553-1554 
EMI/RFI Shielded 
Tubing....... 174-175, 200, 232, 265, 
300, 308, 438, 471, 475-477, 479, 
481, 536, 546, 617, 638, 673, 
1090, 1274, 1288, 1522, 
1553-1554 
Expandable Sleeving ....... 174-175, 
200, 232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 620, 
673, 1090, 1274, 1288, 1522, 
1553-1554 
Grommets ........ 174-175, 200, 232, 
265, 300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 617, 673, 1090, 
1274, 1278, 1288, 1522, 1553-1554 
Hardware.......... 174-175, 200, 232, 
265, 300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 643, 673, 1090, 
1274, 1288, 1522, 1553-1554 
Bushings......174-175, 200, 232, 
265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
617, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Cable Clamps...... 174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 532, 536, 
546, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Clips ....174-175, 200, 232, 265, 
300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 643, 673, 
1090, 1274, 1288, 1522, 
1553-1554 
Standoffs, PC Board ...174-175, 
200, 232, 265, 300, 308, 438, 
471, 475-477, 479, 481, 536, 
546, 673, 1090, 1274, 1283, 
1288, 1522, 1553-1554 
Harness Clips........... 174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 644, 
673, 1090, 1274, 1288, 1522, 
1553-1554 
Harness Wrap .........- 174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 617, 
673, 1090, 1274, 1288, 1522, 
1553-1554 
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475-477, 479, 481, 536, 546, 
626-628, 637-638, 673, 1090, 
1274, 1288, 1522, 1553-1554 
Heat-Shrink Tubing Kits ...174-175, 
200, 232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
637-638, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Insulating Tubing...... 174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
619-620, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Kits/Assortments 
Cable Ties....174-175, 200, 232, 
265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
656, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Heat-Shrink Tubing...... 174-175, 
200, 232, 265, 300, 308, 438, 
471, 475-477, 479, 481, 536, 
546, 638, 673, 1090, 1274, 
1288, 1522, 1553-1554 
TUDING)........- 174-175, 200, 232, 
265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
638, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Wire Ties......174-175, 200, 232, 
265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
656, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Raceway Products 
Covers ......... 174-175, 200, 232, 
265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
639-640, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Junction Boxes....174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
639, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Rivets...174-175, 200, 232, 265, 
300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 639, 673, 
1090, 1274, 1288, 1522, 
1553-1554 
Tools ....174-175, 200, 232, 265, 
300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 639, 673, 
1090, 1274, 1288, 1522, 
1553-1554 
Racks 
Card.....174-175, 200, 232, 265, 
300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 673, 1090, 
1274, 1288, 1521-1522, 
1553-1554 
Shielding Products...174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 617, 
638, 673, 1090, 1274, 1288, 1522, 
1553-1554 


479, 481, 536, 546, 626-628, 638, 
673, 1090, 1274, 1288, 1522, 
1553-1554 
Sleeving 
Electrical... 174-175, 200, 232, 
265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
617, 620-621, 673, 1090, 1274, 
1288, 1522, 1553-1554 
Expandable ......... 174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
620-621, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Fiberglass ....174-175, 200, 232, 
265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
620-621, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Split-Loom Tubing....174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 617, 
673, 1090, 1274, 1288, 1522, 
1553-1554 
Strain Relief Bushings...... 174-175, 
200, 232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 617, 
673, 1090, 1274, 1288, 1522, 
1553-1554 
Tie Mounts ....... 174-175, 200, 232, 
265, 300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 643, 658-659, 
673, 1090, 1274, 1288, 1522, 
1553-1554 
Tools 
Cable Tie Installation ...174-175, 
200, 232, 265, 300, 308, 438, 
471, 475-477, 479, 481, 536, 
546, 666, 673, 1090, 1274, 
1288, 1522, 1553-1554 
Wire & Cable........ 174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
666, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Tubing 
Corrugated .......... 174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
617, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Heat-Shrink ......... 174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
626-628, 637-638, 673, 1090, 
1274, 1288, 1522, 1553-1554 
Insulating .....174-175, 200, 232, 
265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
619-620, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Shielded, EMI/RFI... 174-175, 
200, 232, 265, 300, 308, 438, 
471, 475-477, 479, 481, 536, 
546, 617, 638, 673, 1090, 1274, 
1288, 1522, 1553-1554 


232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
617, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Wire Clamps.....174-175, 200, 232, 
265, 300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 642-643, 673, 
1090, 1274, 1288, 1522, 1553-1554 
Wire Clips 
Harness174-175, 200, 232, 265, 
300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 644, 673, 


1090, 1274, 1288, 1522, 
1553-1554 

Wire Management Products 
Sleeving............... 174-175, 200, 


232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 
617, 620-621, 673, 1090, 1274, 
1288, 1522, 1553-1554 
Wire Tie Clamps and 
CDS 7. 174-175, 200, 232, 265, 
300, 308, 438, 471, 475-477, 479, 
481, 536, 546, 643, 673, 1090, 
1274, 1288, 1522, 1553-1554 
Wire Tie Installation 
hotel Bicccercces 174-175, 200, 232, 265, 
300, 308, 438, 471, 475-477, 479, 
481, 536, 546, 666, 673, 1090, 
1274, 1288, 1522, 1553-1554 
Wire Tie Mounts........ 174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 643, 
658-659, 673, 1090, 1274, 1288, 
1522, 1553-1554 
Wire Ties .......... 174-175, 200, 232, 
265, 300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 656-659, 666, 
673, 1090, 1274, 1288, 1522, 
1553-1554 
Wire Wrapping ......... 174-175, 200, 
232, 265, 300, 308, 438, 471, 
475-477, 479, 481, 536, 546, 617, 
673, 1090, 1274, 1288, 1522, 
1553-1554 
Wiring Ducts.....174-175, 200, 232, 
265, 300, 308, 438, 471, 475-477, 
479, 481, 536, 546, 639-640, 673, 
1090, 1274, 1288, 1522, 1553-1554 


PTC Resettable Fuses................+ 695 
Quick-Disconnect 
"UIdtallate le vecccereeeeececerececceerccrreon 475-477 


Receptacles 
Board-to-Board......... 138, 175-176 
PC Board... 


Refrigerants ... 

Relays, Automotive... 926 
Relays, General-Purpose/ 

IMU S tri all soe oe ssssesseesssesse esse eesecescs 899 
Relays, PC Board, Thru-Hole....... 899 
Relayss Signals ee E10) 
RF Coax Connectors............-. 394-395 
Screw: IMSWlatOrSreecseeeee eee eee 1288 
Semi CONGUCLOlSierwmreerrerreesee 61 
Sensors.... 1123 


Shielding Products 
Shrink WMbinGesesssesssesreseseese 628-629 
Sleeving 


Refrigerants (continued) 
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MULTICOMP (continued) 
Yes ener eee 621-625 | (continued) 


Electrical....... 
Expandable... 
Fiberglass..... 


Sockets, DIP 


Sockets, Integral Capacitor 
Sockets, Low-Profile ... 
Sockets, Machined Pin 


Serre eS 622-623 | Bezels, LED Display..... 


Sockets, PC Board............... 


Sockets, Pin Terminals 
Sockets, Socket Carrier.. 
Sockets, Solder-Tail.. 
Soldering Products... 


_499 | Power Products.... 
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MURATA POWER SOLUTIONS 


622 Bezel Assemblies, LCD 


118 Converters 


Military Index 806, 1140-1141 


423 Panel Instrumentation, Digital..... 1140 


1140-1141 


41g | Panel Meters 


Solderless Terminals ........+...-. 474-476 | Punch Down Tools 
Speaker Accessories...........+. 384-385 | Voltage Monitor. 
Static Control Products ..... ‘SAG AST NOItM@tCIS tae co errs amen 
Bags .- 1316-1317 
Clavccee 4294, 1316 MCM PRODUCTS ............ 1578-1726 
MatsaBonchiectca tres iis2o) 
Swabs 1298-1299 N 
Switch Accessories .........:.:::00 1068 
Switches NEUTRIKG ee 383, 511 
Dole Ctio inerrant tttrrers OSO) | Adapters irre cence seseeretes ee 203 
DIPS dene! 1002, 1042-1044 | Amplifiers .........cccceeeeeeeeseeeeeees 382 
Emergency Stop .....ccccceeeeees O88: | COMMGBCIONS......csccervens 381, 383, 411 
Keypads tierce OSI) sAdaptersh au iiiiivcucscrcenseesses 203 
Military Index. -974, 1047-1048 ..381-383, 511 
PC Board 1040, 1043-1044 Banana Plugs/Jacks .. 383 
PS es sss creeccaceccctansmeneas 989 wl 
Pushbutton, Illuminated... 975, 988 Cable .. 381-382, 411 
Pushbutton, Circular eee ala 
Nonilluminated ..............+ 974-975 --- 882 
Rocker... 975, 995-996, 1013-1015 231 
PROLANY :.csiccsccssccssceuseetecetnveeess 1001 Pltigs/Jackstescescsssss: 
Rotary DIPS 1001-1002, 1043 Power Plugs/Jacks 
SUG. iiztecccccsccsoesssssssszeszqessenee 1040 
SSMAP-ACHOM ec cccrsasazaasaszanceaetanan 974 DA Ills Veeerrecerechrieriisviverrererirrrrree etree 381 
Tactile........ 1046-1048, 1068-1069 | Military Index......... 381-383, 411, 511 
MOG NE ai tccscrscesertevscssazcess 1012-1015 
renee Accessories.........221, 234 | NEWPORT................. 1090, 1093, 
Terminal Strips/Blocks.... ... 438, 1122-1123, 1143, 1166-1167, 1176 
451-453, 462-463, 1522 Automatic Process Control......... 1176 
Terminals Cable/Wire 
Butt Splices............... 474-475, 479 COMNOCIONS rererrreneereerce 1126-1127 
Closed End Splices.......... 474, 479 | Controllers 
Dicconnect= nee 474, 479-480 (AG) Cure tinwcnccncsesecseaseerersass 1143 
aE Ye sbee oe eet merrier Reneneatt 474 DEA cox ceccmnneecesnceseesecinsasee 1143 
Fork TOMQUE ......sssessessesseeee 477-479 Process .... 1108-1111, 1142-1144, 
Heat-SHrink vee... 477, 480-481 ES ile, TMs 
ituicie (EV) eres eee 499 Temperature ssi 1109-1111, 
Pie 478-480 1142-1143, 1166-1167, 1176 
Quick-Disconnects..... 475-477 Voltage ... 
Ring Tongue...... 474-475, 477-478 | Counters..... 
Solder... 480-481 Seba eden seeittieersee Tee 
Solderless ..... 474-480 ee tsa 
Spade Tongue... 474-476, 478-479 | Products yee ae 
ee 9 , Indicators. ..1110, 1143 
Slice ee 479 | Meters. 1142-1143 
Military Index 1108-1111, 
TESST 4142-1144, 1166-1167, 1176-1177 
ISOLA ON iiesovccscceccessescsececccesseeseee 877 Panel Instrumentation, Digital..... 1108 
Hine sAd|UStinGiessscsssessscce: 877 Panel Meters 
Toroidal... 884-885 Accessories 
Tubing ...... Digital ....... 1108-1111, 1142-1144, 
USB Cable Assi 4166-1167 
ne Process Controllers/ 
INGIESONG = aecere re 1108-1111, 
1142-1144, 1166-1167 
Power Products..............+++ 1176-1177 
PrODOSiitau eu neiireesur mr eeseseeses aa 
Process Controllers/Indicators ... 1110 
MURATA POWER Process Indicators............ 1109-1111, 
SOLUTIONS ....00 758 1142-1144, 1166-1167 
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NEWPORT (continued) 
OMS ONS renee eer 


Military Index... 
Pressure 
Temperature 
Thermocouples 
SONVEIS . ces ecasinnaniss 
Signal Conditioners .. 


oon HASAN E 


Temperature Meters.......... 1109-1111, 
1166-1167 


1142-1143, 
Temperature Probes .......... 
Temperature Transmitters .. 
Test Equipment 
Counters... 
Process .. 
Strain...... 
Temperature 
Thermocouples 
(GONMOGCION Ss sssssssssseeczce 


NKK SWITCHES. ...975-977, 996, 


AG15; 

Military Index ...996, 1002, 

Semiconductors ... 
Switches 

Military Index..............4 

RaneliNotiintewessessderce: 


1018-1019 
1015-1016 
veo SILT 


CCI! FUNCT gssscccrverecrsers-:: 977 
MOGGIOs.esssycse.ssesveresseessess 1015-1016 
NMB TECHNOLOGIES INC. 
[my foie to iterrercrecerenrcerecrereertperrrcr cece 1551 
Fans 
1548-1549 
1537-1538 
NORCOMP........00000..00.... 235-236 
NTE INC. 
Cable/Wire .. mOilo) 


[Life] pills }seseeocncocdeosssnoenoneo 
Military Index ..... 6 


7, 899-901 


Relays, Automotive........ 899-900, 926 


Relays, General-Purpose/ 
TONS tell eye eee 
Relays, Hold-Down 
SPNINGS cc ierecnicsesee 


weet 0}]| 


mo99-900 


Relays, PC Board, Thru-Hole ....... 900 


Relays, Programmable ...... 
Relays, Signal ............... 
Relays, Sockets..............++: 
Relays, Solid-State 
Semiconductors ..........::. 
Switches 

Military Index... 

Pullchain.... 


ROCKGM scceesseassreeseeees 97 


996-9974 
1026-1027 


NXP eee ee 25 
Development Systems, 
SeMICONGUCTHOFS ..........eeeeeeeeeee 19, 36 


Development Tool Accessories ...... 19 
Microcontroller Development 


Microcontrollers.... 
Microprocessors 


Military Index ..... 

Semiconductors 
Communications ICs............- 12-13 
Microprocessors ........::::c 12-13 
Transistors, MOSFETs........... 64-65 

IMANSCOIVGNS iceececceeeesecesseesteesvesseeses 36 


0 


O:G. WHITE. sae 1291 


OHMITE... .. 1044, 1566 
... 1566-1567 


Resistors 
Adjustable, Wirewound.......... 97-98 
Military Index... 
Power, Wirewound 
Wirewound, Lug Terminals....95-98 


Wirewound, 

Vitreous Enamel ............:::++ 95-98 
Rheostats 

Accessories, Knobs .. 1069 

POWereecec 104-105 

Wirewound 104-105 
Switches 


OK INDUSTRIES DIVISION 
OF JONARD INDUSTRIES 


CORP. 
Connectors . 
CUTTEIS oncccccscccccs 8 
Desoldering Products.............+++ 1220 
Militernya incl exqeeeeeeersessee seers 1252 
Tools 
Insertion/Extraction...........++. 1252 
Military Index..........:::ceeeeeees 1252 
Wire & Cable 
Wire Strippers.......... 1238, 1264 
Wire Unwrapping 
TOOIS wsscsssessersssssssesses 1264-1265 
Wire Wrapping Tools ......... 1264 
Wire Cuttersittcesrcesccesccsscees ees 1238 
Wire Strippers.... .. 1238, 1264 
Wire Unwrapping Tools......1264-1265 
Wire Wrapping Tool 
Bits/SIQQVES w.ssccsccssossessessesenrnnres 1264 
Wire Wrapping Tools............++ 1264 
OMRON ELECTRONIC 
COMPONENTS.. 233, 903 
(AMPLICONS wnt eeevreeeeeeeesteecesreeee ‘i lalze 
Cable Assemblies.............+2: 232-233 
Connectors 
OMSMIM bere ee eereeeeeeeeese 
Circular 
FPC/FFC 


Receptacles 
Sockets 
Fiber Optics ... 
Military Index . 901-906, 930-931, 
1048-1049, 1069, 1090, 1124 
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OMRON ELECTRONIC 

COMPONENTS (continued) 
Relays, Automotive 
Relays, General-Purpose/ 


Industrial 


Relays, MOSFET  sccccccccecccceresvesveses 
Relays, PC Board, 


MANUFACTURER Index 


Thru-Hole ... 901-905, 930-931 Uitratast\ Recave 
Sensor Cable Assembly ........ 232-233 wy 
SCRs 
SONSOMS tis wrrrrsea eee reeie netees 1111 Thyrist 
Allowhennrcerer eee 1090 _ Ue oe ‘ 
Photoolectticrmcccevcecencnees allze eee Ae 
Pressure ccrctsaceereces neues 1081 Transistors, MOSFETs... 
TOMPONAtlInOlesrezeceeeeveeeeeecceste 1111 
Nibrationnescessstererercererenreecerres 1124 | OPTEK. 
Switches Optoelectronics . 
Military INdOXsfavece 1027-1029, Sensorseeeee 
1048-1049, 1069 | Switches 
SNAP-ACHION nc cecceceececces 1027-1029 
TWACHIG io sncsccesssserses 1048-1049, 1069 OPTO 22 
Controllerstse cscs 
OMRON INDUSTRIAL 1/O Module Mounting 
AUTOMATION Boards 
ICGNION ONS <ccccccccucereverancacnn 1158, 1167 | |/O Modules 
COUNterS eter scmercwcseeietee I/O Racks and 


DIN Mounting Rails/Tracks . 
Fiber Optics .... 


Meters......... 


Military Index .. ee 
1035-1036, 


904-907, 


Nano Controllers 
Panel Meters...... 


Relays, General-Purpose/ 


Industrial 


Relays, Sockets... 
Relays, Solid-State 
Relays, Time-Delay 


Sensors 


Fiber-Optic .... 


Photoelectri 
Photoelectri 


1076-1077, 
1114, 1117-1118, 1167 


Cocscer 1114, 1117-1119 
ic Cylindrical 1118 


Accessories 


P 


PANASONIC 
PANASONIC BATTERIES 
Batteries 

Coin Cell 
Lead Acid . 
Lithium......... 
Rechargeable 
PANASONIC ELECTRIC 


ON SEMICONDUCTOR (continued) 
Semiconductors 
Diodes, Transient Voltage 
Suppressor 
EEPROMs 
Memory, EEPROM 
Rectifiers, 


1158, 1163 


1164-1165 
1163-1164 


1164-1165 
1163-1164 


.--838-839 


931, 935 
Military Index....907-909, 931, 936, 


Proximity, Capacitive ....1076-1077 941 
Proximity, Inductive....... 1076-1077 Relays, AUtOMOtiVE .......ceseecee 909 
Switches Relays, General-Purpose/ 
[Bitmmitessserseeeccesssccreveceaveres 1035-1036 Indlistrialt ear sccscteese sere: 908 
Military Index.......1029-1030, 1035 Relays, MOSFET .....ccsssssscsssssees 936 
Optical 679-680 Relays, PC Board, 
Snap-Action........ 1029-1030, 1035 SUriace MOUnt————————— 936 


Temperature Meters.. 


Test Equipmen 
Timers 


Programmable 


Recycling 


Solid-State .... 


OMRON ST 


(OMRON SCIENTIFIC 

TECHNOLOGIES, INC.) 
Militanyilmcloxtrrecesscsscstcrsesees = 
Relays, PC Board, 


Surface Mount 
Relays, Safety 
Relays, Safety, 


Safety Light Curtains 
ON SEMICONDUCTOR 


Military Index 


t 


Surface Mount... 
Encoders 


Relays, PC Board, 


Military Index 
1187 Resistors 
SOMSOMS ieieccsccessceessesssese 
ae 940-941 Switches 
Control................ 1187 Detection................. 
PC Board.......940-941 Rushbutton, 
reas a 1186 Nonilluminated Becreds 
Tactile 


DEVICES 
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Thermistors 
PANASONIC INDUSTRIAL 


Thru-Hole.......... 907-909, 931, 936 
Relays, Safety, PC Board......... 941 
SOMSOMS iecesceccccecccsscescensscescesscen 1114 
PANASONIC ELECTRONIC 
COMPONENTS ieeeceeeeercers 37, 83-84 
Capacitors 
DG AlUMinUierserecerrserrserrsers 80 


PANAVISE.................... 1312-1313 
PANCON CONNECTORS 
IGOnnectors retest 133-134 
Evirocard arcs 133-134 
Headensirccrersictrsetrr 195-196 
DENG xa derccctecrencrsississzecsasusteanene ee 196 
MilitanyiInclexcunveseueee: 195-196 
SOCKGIS A eereadeicaine 195-196 
Socketsy DG eer 195-196 
Termination Tools ..........:::::0 196 
Tools.... 
Headers ... ore 
Sockets, IDC 195-196 
MOONS? rcteecee cee ccusca sini 196 
PANDUIT............ 494-495, 641, 663 
Adapters E220) 
Cable Assemblies . 544 
Cable Clamps . 644 
Cable Clips ........ 644 
Cable Marker Printers cee BSP? 
Cable Markers .........c:: cee 653-654 
Cable Mounts 644-645 
Cable Tie Clamps and Clips......... 644 
Cable Tie Installation Tools....666-667 
Cable Tie Mounts... 644-645, 660-663 
Sy zle) [2 is ease ereereererrrr rere 660-664 
Cable Wrap. 618-619 
Connectors . con 0H 


494 

... 498 

494 

503-505 

Mechanical Lugs .-- 498 
Pin Terminals us 
Ring Tongue Terminals... 

Terminal Crimp Tools 


Covers... 


Duct Covers.... 


Duct EMI Noise Shields 


Duct Fittings. 


Duct Installation Tools.. 


Diictsicr 


EMI Duct Noise Shields.. 


Grommet Edgi 
Harness Wrap 


ng 


Identification Products 


Label Design Software................. 
Label Printing Systems 


Labels 


Marker Tags, Wire & Cable. 


Military Index 


653-654 
. 652 


MogdularniG@ords teeceeccsnsreeeeeerean 


Modular Jacks/Plugs 


Patch Cords... 
Raceway Prod 
Raceways 


Safety Lockout Products............ 


Sleeving 
Software...... 
Spiral Wrap Tul 
Tags, Marking 


ucts 


bing 


OMR - POM 


PANDUIT (continued) 


Labeling 
Terminals 


Tie Mounts 

Tools 
Cable Tie Installation......... 666-667 
GIMP ec vcetees cee ceee et eeeeeeeeeeeeeeee 495 
Duictiinstallationpeccsccscessesee 642 
Rivet Installation...........:::00 642 


666-667 
ragencocanonoosonooboarnosoqsoo0doe5 618-619 


Wire Marker Tape/Dispensers....... 
Wire Tie Installation Tools 
Wire Tie Mounts... 


Wire Ties 660-664 
Wire Wrapping... ...618-619 
Wiring Duct EMI Noise Shields..... 641 
WA Tne) UTS ccccccccceccccccccecaases 640-641 
PATUITE: es 1184, 1312 
PELICAN PRODUCTS...... 1303 
PICO TECHNOLOGY 
LIMITED 


Bench Oscilloscopes......... 1343-1345 
Hand-Held Oscilloscopes........... 
Oscilloscopes 
PC-Based 
Probes. 
Test Equipment 
Oscilloscopes...........005 1343-1345 


PLATO 
Cutters 
Dispensing Products 
Soldering Products 

PCCOSS OMS 55s ssscsseeervereezverisss 


lron Tips .... 
Sponges... 
Tips, Soldering Iron 


Wire Guttersiicvccccccsscssseesessceee 1249 
PEATEs 1302-1303 
PLRUMBircrrnnininiectc ers 1258 
POMONA ....... 412, 415, 1415, 1483 

Adapters 

Between-Series........ 401, 413-414, 


428 


Coaxial ... 401 
Male-to-Female Oil 
Nowa. 401, 412 
RF 401 


BNGwee 1417, 1420-1421 

Coaxial ... 1417, 1420-1421 

Male-to-Male...............+ 1420-1421 
Connectors 

Adapters..........-. 400, 412-414, 428 


1783 


POM - SCH 


POMONA (continued) 
Connectors (continued) 


1420-1421 
Coaxial ..... 400-402, 411-412, 415, 
420, 422-423, 427 


Kits/Assortments............+ 401-402 
Male-to-Male Cable 
Assemblies :naicascuus 1420-1421 
PaneliMouintreenensceee: 413-414 
RatchiGordsiavsrcccccscsce 1418 
Plugs/Jacks 
Bananal.convcscn recess 1413-1415 
[pllatetsaaassssnceerererreeenierirerre 1414 
RF..... 400-401, 411-412, 415, 420, 
422-423, 427 
SMA.... 420 
SMB..... 
Test Clips 
WlestileadSerrcascte rte 1416 


Military Index 
Molded Breakouts 
Patch Cords 
PC Board Accessories. 
[PAIMCLEINY Se yagsaiaarreecreerrerree 
Plunger pescasesvercnccseses 
POMS tere reese 
Receptaclesicaiiaccccccccteiess 
RF Coax Connectors 


Adapters 400-401, 412 
WSCHUIM iz: cescecnciteceeieeducsets 401, 427 
Miniature 


Test Equipment 


AGCOSSONCSii::2::ccscceese ss 1412, 1415 
Kits/Assortments.......... 1416, 1418 
[LyF: (0 tee mtrreterreerteer TIE 1416 
Military Index......1411-1412, 1416, 
1418 
Multimeter Probes................ 1418 
Probe Kite sscsccsscssccsavens 1416, 1418 
Test Lead Kits............ 1416, 1418 
POWEREX) i. eseeenes 62, 66 
PROELEC. aes 835 
PROSIGNAL 
(See PROPOWER) 
PROTEKTIVE PAK............. 1318 
QUALTEK...............0....... 1555-1557 
ISOMNGCONS heerseeereerceecrsceee 515-516 
(Gfolre lererprrareeneerccrrrcs 516 
Electhicaliwesee ne 515-516 
POW! ivscrccrcseecccen 513, 515-516, 547 
Receptacles 
[LON =| Grastrppprperterrrereererrtsst 513 


MANUFACTURER Index 


QUALTEK (continued) 
Connectors (continued) 
Receptacles (continued) 


Fan Accessories 
Fan Vibration Sleeves 
Filter Assemblies 
Filters 
Guards.... 
Power Cords 
Filt@rs)....cc202.. 
Military Index 
Power Products 
Connectors.... 
Cords, Extension.. 
Inlet Modules.... 
Receptacles .. 
Receptacles....... tee 
Wiring Receptacles................ 515-516 


QUAM NICHOLS 


515-516, 547 
-513, 515-516, 547 


MCM PRODUCTS ............ 1578-1726 
RADIAL re 426 
RAF ELECTRONIC 
HARDWARE... 224 

Hardware 

SOTO WS Mera eer eer r eae 1283 
Spacers, PC Board ....... 1279-1281 
Standoffs, PC Board............. 1284, 

1287-1288 

Dele) Waeererrrpreeryre rrr orrrerree rrr 1283 
RAYOVAC ......000.oe cee 836-837 
REAN 


(See NEUTRIK) 


RECOM POWER........... 763, 765, 
790, 803, 807-808 


Converters 

DCHIO-DGA ures 763-765 
Power Products 

Converters 

(NOD Oirerrterererecerre 806-808 
RED LION CONTROLS 

Counters 

Digital peeccescecceccncs 1131-1132, 1144 

Frequency ..... .. 1131-1132 

Large Display 1131-1132 


Multifunction ....... 1131-1132, 1144 


Ratemeters.......... 1131-1132, 1144 

VOGUPAMG | toasyennrercecee ulod lel 44) 
Meters 

Current... 

RANG cccccsecscccssiesctes 1131-1132, 1144 

Noltmetersicccscceccsercsess 1144-1145 
Military Index 1144 


Panel Meters...... 
Signal Conditioners .. 
Test Equipment..... 
TONS screrarncncawccrciscnsuernavnnnrenvensss 1144 


REDINGTON 
COUNTERS 1132 
Counters 
IDNA ciscasssssssssssssassesesceseeses 1132 
Electric Impulse 1132-1133 
Electromechanical 1132-1133 


Hounmetersiinnce 1138 
Totalizing 1132 
FAOUNMOtenSrrceceeesessee sree 1138 


Meters 
Military Index 
Panel Meters 
Test Equipment 


(Counters: 1132-1133, 1138 
ROBOX ates 1225 
ROHDE & SCHWARZ 

Bench Power Supplies ............... 1372 


Digital Storage 


Oscilloscopes .... 1340-1341 
Oscilloscopes .... 1340-1341 
Test Equipment 
Oscilloscopes................ 1340-1341 
POWGr SUPPIOS ccc 1372 
MCM PRODUCTS ............ 1578-1726 


S 


SAFRAN LABINAL POWER 


SYSTEMS .........0000000.... 1006-1007 
SAIA-BURGESS 

(See JOHNSON ELECTRIC) 
SAMTEC 

Cable Assemblies .............0:ccee 


Connectors ........... 
Board-to-Board 


Cable Assemblies ..............:0++ 538 
GardiEdQorwainirecreccecs 27 
Headers............. 138-139, 177-179 
Kits/Assortments.............++ 179-180 
PC Boardi 130-131, 138-139, 
176-179 

PC Board Pins/Plugs ....... 130-131, 
178 

PC Board Receptacles............. lac 


Receptacles 
Board-to-Board ...130-131, 139, 


176-179 
Surface Mount.........::::00 179 
RJ Field aes 
Socket Strips... 178-179 
Sockets 
USB Field... 226 
Headers ......... 
Military Index. 179-180 
Pilizeerete nee 2 100, 178 


Surface Mount 
Thru-Hole 
Military Index 
Sockets, Dual-RowW...........c:cccee 139 
Sockets, PC Board 
Sockets, Surface Mount............. 139 
Terminal Strips/Blocks............00. 178 
SANYO DENKI 
SANYO DENKI - SANACE 
Laity ls ererre eee errere reer Perr ceree 1538, 1549 
Blowers: 1551-1552 


Cabinet Rack Accessories..... 1539 


SANYO DENKI (continued) 


SANYO DENKI - SANACE FANS 
(continued) 


Fan Accessories.........:::::00 1554 
Fans 
BG ievcencesreceeriveiitveteetess 1549 
Cabinet Rack..............:0 1539 
Counter Rotating... 1542-1543 
BE ese 1539-1543 
Militanvalnclexqerssesssssenancan. 1554 
SANYO DENKI - SANMOTION 
Drivers, Motor.............. qalrek lees 
Motors 
SLED DC lpamerereress = 1173-1175 
SCHAFFNER 
EMUREME tenses crac: 869 
Filtered Power Entry 
IMOGUICSierrercecercrerereereees 517-518 
Filters 
BaP NASO eee 869-870 
Chassis-Mount..........0006 864-865, 
869-870 
EMI Suppression............... 864-865 
FUSeGII nletiee cesses Beh, Bye} 
General-Purp0Se..........ccceee 864 
IEGHING tae ce ssteestesseceeseessevsee 
Motor Drive ... 
Multiphase 
Powerlines: ses. 869-871 
RFI Power Entry Modules....... 521, 
523 
RFI Suppression............... 864-865 
Single Phase.... 863-865 
Modules 517-518 


Power Products 
Entry Modules...517-518, 521, 523 


SCHNEIDER 
ELECTRIC ............... 440, 912, 957, 
987-988, 1111, 1158-1161, 1185 
AC Drives 


Circuit Breakers . . 745 
Connectors . ..440 
Contactors 


Controllers 


Wireless.. 
Enclosures .. 
1/0 Modules 
Jumpers 
[live lnllets |eerreercecereecrenrcona yeaa erren 
Military Index ........ 911-912, 977-978, 

981, 1002-1003, 1185-1187 
Operator Interfaces............ 1148-1149 
Optoelectromies).i.c.cc:-<<c-<-s: 1185-1186 


Power Products........... 
Relays, Auxiliary Contacts.. 
Relays, DIN Mount 
Relays, General-Purpose/ 
[MGUStrial|ieseescesseesseessccsscesseess 
Relays, Safety Control. 
RELAYS SMelteesscessceesscesscessceseees= 
Relays Sockets ves eee 
SCHNEIDER ELECTRIC/ 
MAGNECRAFT .... 440, 910, 912, 928, 
957, 987-988, 1111, 1158-1161, 1185 
Military Index.... 440, 909-913, 
939-940, 957, 987-988, 1111, 
1158-1161, 1185 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 
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SCHNEIDER ELECTRIC (continued) SCHNEIDER ELECTRIC (continued) Sole Grounders ............. 1330-1331 [alot] teerererererereereceercere 1138-1139 
SCHNEIDER ELECTRIC/ Switches (continued) Toe Grounders..........0... 1330-1331 Panelitiueei ties 1128-1129 
MAGNECRAFT (continued) Pushbutton, Illuminated......... 978, Wrist Straps....ccccsssssesessssseeee 1328 Voltmeters .......... 1129-1130, 1145, 

Relays, General-Purpose/ 981, 1070 | Hardware ........ssccsscecseece: 1328-1329 1147 
Industrial........... 440, 909-913, 957, Pushbutton, Humidity Military Index .....c.cessesseeeee 1128-1130, 
987-988, 1111, 1158-1161, 1185 Nonilluminated........ 977-978, 1003 | Sensors/Testers...........00+ 1318-1319 1145-1147 
Relays, Reed, Dry ........... 440, 912, Selector 1002-1003, 1070 
939-940, 957, 987-988, 1111, TEC ceccmercetereerererr rev een 

1158-1161, 1185 | Terminal Strips/Blocks.... Analog 1129-1130, 1147 
Relays, Sockets .............. 440,910, | Touch Screens 1129-1130 


912-913, 957, 987-988, 1111, | Warning Devices 1322, 1324, 1328-1331 Current... 


1158-1161, 1185 | Wireless Receivers... . 982 Digital 
Relays, Solid-State ......... 440, 912, | Wireless Transmitters 982 Digital Microprocessor 
950, 957, 987-988, 1111, Blowers, lonized Air .............+. 1325 (Controls eae eee 1145 
4158-1161, 1185 SCHROFF....................... 1516-1518 Electrostatic Locator Meters.. 1322 Microatnmatars 1129-1130 
Relays, Time-Delay......... 440, 912, Cabinet Rack Accessories.......... 1518 Grounding Cords Micromatcreame 1128-1129 
957, 987-988, 1111, 1149, Chassis, Rack Mount..............0 nSiiv Grounding Kits . Milllaminetere 1128-1130 
1158-1161, 1185 | Enclosures — Heel Grounders ........00.-. 1330-1331 RMIlGaIGRGtere 4145 
SCHNEIDER ELECTRIC/ PRESETS MEMEO ocsasccce ae Mats, Bench.. Banc eae eae enn 1147 
TELEMECANIQUE.......440, 912, 957, Penicls Mats, Floor... Process 
987-988, 1091, 1111, 1158-1161, Chassis....... = Monitors, Workstations.......... 1328 contrallera/indicatare 4145 
1185 Rack Accessories 1518 Testers, Footwear.......... 1321-1322 Va tare "4428-1429 
Military Index.......... 440, 912, 957, Testers, Work Surface 2.0... 1321S reenequipmenc) 
987-988, 1036, 1039, 1078, 1111, | ' Testers, Wrist Strap......1321-1322, Counters 
4456-1161, 1/185, 14e6-1189 | = oscomments Vee 1328 STReIoe 
Sensors rr nofatc wate ve Warning Labels ............::000 1319 | Transformers a BAU: 
Photoelectric ......440, 912, 957, Wrist Straps......... Voltage Indicators... 1145-1147 


200 oe Te Wt (SCHURMER. 512, 518-519, 522, | Test Equipment: 
1158-1161, 1185 Vacuums... 


Photoelectric Cylindrical .... 440, Circuit Break Baan tOr WWihistiStha pSiersnrserrvererseess 
912, 967, 987-988, 1111, 1115, | “"N 


1158-1161, 1185 Thermal ........1.. 522, 742-743, 748 | SEGGER ..u..cccccscsssssccceeressseeee 
440 Connectors 


Voltmeters...... 1128-1130, 1145-1147 
1128-1130, 1145-1146 
1145-1147 


Photoelectric Miniature ...... 


AOS ORE ROMNEY oeceey Power Inlet Modules........511-515, | SEMIKRON 
PUN Nee sab aes 517-519, 521 | INTERNATIONAL 
PreSSUFe.....eesees: 440, 912, 957 Receptacles 
eget ee ae Be Beatin HUE Sip si9\ | SEMTECH wii ccncanin sate 
: > > ndustrial Control 
TE, 1158-1161, 1185 | 9 Rewer: 611-515,.518-519; 521 | SENSIRION AG... 1096, 1121 | Transformers...ssssssssssssessee 875-876 
Proximity, Inductive.....440, 912, | Filtered Power Entry Line Conditioners.......:sseeee 861-863 
957, 987-988, 1077-1079, 1111, Deane soe 515-516, 519, 521-522, | GERPAC.........eesessccccssseeeeeee 1493 | Military Index ...... 776-777, 803-804, 
1158-1161, 1185 
ngeeenie lac idao 12.667, | \Fitas SHURE: 2 ee $208) | See ee ee eee 
ee oe a I Cas ently 515-516. 519. 524 | SIMCO (AN ILLINOIS TOOL Conditioners....seeseseseesee 861-863 
dca | a open aie sees WORKS COMPANY) Riltorsreeee eer eee 862 
Switches AVSIM ENS eas, OATES) | et QU GS sessssseccstnss sone eecerennne 1326 Outlets, DIN Rail Mount .......... 777 
Cable Pull Limit .......... AAQ SIZ, | FUSOIBIOCKS 2. vpacccccccccecccecctusees 739 IOHeOaAT Bl owerame 4326-1327 Supplies 
957, 987-988, 1111, 1158-1161, | Fuse Holders... 921-522 | | onized Air Guns ... Den 803-804 
~ GI) ERS Panel Mount.. =1o04| MiMelersee eee DIN Rail Mount 776-777, 
Limit.....440, 912, 957, 987-988, PC Board Static Control Products 832-833 
1036-1039, 1111, eee Le - ee Ai UNS eee eee ean 1326 Hardwired ...ssssssssscssssessseesee 863 
Safety .... ... 440 912 957 eae ; Blowers, lonized Air ...... 1326-1327 LIM@APseeeeeeeeeeeee 777, 803-804 
ee are ARE Electrostatic Locator Mini 
Fseiet 1185 41188 Meters 1320 Computer-Regulators 863 
u Y PC Board Standby 833 
sea) ss ee Dea os saceatis ull Radial Lead SIMPSON ELECTRIC Switching 1 815 
912, 957, 987-988, 1111, | a iware COMPANY 832-833 
ll 158-1 161, 1185, 1188 Visine... Analog Multimeters Surge Protectors... 
Switch Accessories Outlets... Analog VOMs Surge Suppressors 
ACtUALOLS.....-eeeecseteeeeeseeeceeeeees 1003 Power Products Connectors AC Power Line .........0.00008 860-862 
a et Mentiy Modtlesiacc/ 614-5 1a.5241 | COUN AE Branch Panel. .. 861 
Inlet Modules............. 511-515, 521 | COUMETS ....-esseeeeecsceen 1138-1139 Service Entrance.. 861 


Power Modules........cssccsceeees Gil? || MCUs MLS coerce Unlselise Switchelsmeenncrrn cassie st 815 
Receptacles .............. 511-515, 521 AC Voltage/Current....... 1145-1146 Transformers 
a RElcilic se 522, 742-743 CUITENE woesssssssssssseeeeetttes 1145-1147 Constant Voltage... 886 
Biometric... so OA DC Voltage/Current.......1145-1147 Distribution ......sssccsssseeseee 876-877 
Control Stations 988 | SCS... 1324-1325, 1328-1330 reqUuemC ype 1145-1146 Matera ontre lee 875-876 
Disconnect....... ... 753 | Bags, Static Control [Wel b Reeeeenerereertererecrererrtts 1145-1147 Line-Adjusting ..-cccccsc-secesseseee 877 
Emergency Stop .. . 1003 | Computer Products DED ee eeeseessccsanaciccctusaaiuntes 1145 Uninterruptible Power Supplies... 833 
Enclosures..... ... 988 | Grounding Products Panel Mount.. 1138-1139 
Illuminated Cords wnsenuetanin Process...... 1145-1146 | SOURIAU = 372 
Keylockiicrccacccrevcssee Foot Grounders.... Temperature 1145-1146 Connectors... ..299, 375-376 
Military Index......... 981, 1002-1003 Heel Straps Meters (GARG GUA DS asa saa e case esere nesses 375 
Mats Matta Kitstemeencen sencerreere 1328 Cutromtinceccrscesccraeee 1128-1130 (Oilmof6l El sercceeeerecerceereceecceecen 372-375 


1.800.463.9275 © Access the Entire Product Range at www.newark.com 1785 


SOU - TE 


Circular Cable Clamps............. 375 
Contacistnwnnvicaicees 375-376 
Crimp Terminals ... 376 
Dust Caps/Covers 375 
Gaskets............ 376 
Military Index. 299 
PGiBoaldierncncns: 299 
PC Board Receptacles............. 299 
Pin and Socket v1 299 
e299 
+ 299 
Wire-to-Board pee209) 
WNSUAM ATION NOON oye ccazcazcazaseecceacnans 376 
Military Index .. ROTIPECW (SG), OAS) 
Tools..... 376 
SOVELEAC ees 1301-1302 
SPACE AGE 
ELECTRONICS .........0..00..0... 930 
SPANSION (FORMERLY 
AMD) 
Semiconductors 
FLASH Me@Mory...cccccccceesees 32-35 
Memory, FLASH..........::00 32-33 


SPECTRUM DIGITAL............ 26 
SQUARE D BY SCHNEIDER 


ELECTRIC eee 745, 1167 
Circuit Breaker 
IACGOSSONICS .ccssccseccssstssccstscres 747-748 
Circuit Breakers 
Magnetic Hydraulic.............0: 747 
MN Creal )scccccssces<eceeceseeesees 746-747 
Thermal Magnetic ............. 746-748 
Connectors 


Contactors 
Limit Switch Levers ............:00 1037 
Military Index .... 746, 978, 1036, 1100 
Relays, Auxiliary Contacts «958 
SONSOMS eilecctanseoccenccsssedeees qallolo), Wal 
SUN INOS TONS socsccsascascazaazenssanane 
Surge Protectors 
Switch Accessories 
Switches 


raLiseecebeebescHiTisiisidsteaaeauees 978 

1036-1037 

Pushbutton, Nonilluminated .... 978 

ST MICROELECTRONICS 
Development Systems,, 

Semiconductors 

Demonstration Kits ..............+. 13 

Microcontroller................ 16, 19-20 
Semiconductors 

Development Systems... 13 


Memory, SRAM 
Transistors, MOSFETsS............0. 65 
STACO ENERGY PRODUCTS 
COR Ae San ea eae 886-887 
STARRETT 
INGIGALONS sec eccssecescceteeeenecern 1436 
Punches 


STEGO, INC. ......1039, 1527-1529 
Enclosures 
Accessories/Hardware 


Hole Plugs 
Humidity Control 
Thermostats .... 


MANUFACTURER Index 


DIN Rail Mount.............. 1527-1529 


Heaters... 


STEINER 1222-1223 
Heat Gun Accessories....... 1222-1223 
Heat Guns...........204 1204, 1222-1223 
Kits/Assortimentsicsccseeecererereser: 1204 


STORM INTERFACE 


Interface Modules.............. 1058-1059 
KeypadSiia 1057-1059, 1070 
PIN PAG ccccccssecucsnanneecexre 1058, 1070 
USB Cable Assemblies......1058-1059 
STRUTHERS-DUNN 
(SONMOCLONS errs ereee ee eee secre 913-914 
GONTACIOPS Aves esscceeessriree diet iirraees 959 
Military Index .. 913-914 
Relays, General-Purpose/ 
Industriallnnianwiiremes 913-914 
Relays; SOCKGIS: cc:.ccscccceestes 913-914 
SUNBANK 
jira! 0 (20,8 F211 Oe eee erence Perr 352 
(Connectonsis ee 347, 353-354 
Circular...... 347, 350-351, 353-354 
Circular Cable Clamps.............. 352 
Circular Protective Caps..........347, 


350-351, 353-354 


Dust Caps/Covers....347, 350-351, 


353-354 
StralMieligtspesserseecerreet 350-352 
Military Index ...........+6+ 347, 350-351, 
353-354 

SUPERIOR ELECTRIC 
Connectors ........ 1409-1410 
Surge Suppressors G02, 
Transformers .... 887 
SWITCHCRAPFT ............. 224, 390 
Connectors ....255, 369-371, 386, 391 
PUIG O iecscccccescweanvasnanccerereienn 386-391 


... 869 

388 

386 

255 

391 

il 

Liquidtight .-- 891 
Military Index 220 
PG Boandiiienensae 388, 391 
PIMOS JACKS scscsaseererereersenes 389 
Military Index 0... 220 
PC Board.. 388, 391 
Phone... 387-391 
Phono 388-389 
Power... 391-392 
Solder Terminal............ 389, 391 
Power Plugs/Jacks ........... 391-392 
Receptacles BOL 
Fileeenereaes ++. 888 
Sealed . 220, 391 
ol) ble eng eel el aaa’ 220 
Weathertight.. ..369-371, 391 
OOS as iscennsnnser oarnarnarereeneniiasses 550 


ine GordS firrveneceneence es 550 
Military Index 369, 386, 391, 978, 
980, 988 
Modular Jacks/Plugs............ 220, 389 
Power Products 
(CONnNECLtONS ieee 391-392 
Receptacles iise-ces-eee eee 387 
Switches 
Multistation 980 


Pendant ervededos hei3) 
Pushbutton, Nonilluminated ... 978, 
988 
Slide .... 
MCM PRODUCTS ............ 1578-1726 
T 
TADIRAN .......0...00-.:::0e 837-838 
TAIYO YUDEN ............0.000. 76 
TAKACHI ......000.00. cee 1473 
T-BAR/OLYMPIC 
CONTROLS ......0..0.ce 1016 
oO OL Geeta epee reser 110 
TDK-LAMBDA AMERICAS, 
ING ieee. 760-762, 791, 801-803, 
809-810 
Bench Power Supplies .........000 1372 
Converters .......:::ceeeeeee 
AC-to-DC 
DC-to-DC 
External Power Supplies............... 802 
Filters 
Heat Sinks... 
Military Index ................ 779-780, 802, 
812-815 
Power Products 
Converters 
(8 (oo) eons 811,815 
DOHOHDG coosssssseesteessessons 762 
Supplies 
AC-to-DC...........-. 779-780, 802, 
810-815 
Gompactarnnse: 802, 813-814 
we B15 


Desktop.... .... 802 
DIN Rail Mount............- 778-780 
External sooo O2 
Rack Mount noi 
Switching............. 779-780, 791, 

811-815 
Universal... 814 


TE CONNECTIVITY............. 150, 

199-200, 223-224, 250-251, 267, 282, 

300, 309, 327, 404, 406, 428, 457 
Cable Assemblies 


FAA esecceeecctscssessssneeeeverveeverisess 208 
Sensor 377-378 
Cable/Wire 223, 562 
Card! Cages vii rcrc.recrecreercee 198-199 
Connectors ...137, 150, 221, 266-267, 
280 

134-135 

404-405 

Cable Assemblies ...........:::+ 534 
Cable-to-Panel.........:::cceceeee 213 
(Gietie li reecreeererreeeeeeeererereecrrerr roa 126 


GardiEGQe ..scsscccssccssccssecestesttess 137 
GicUlar. 2... 223-224, 320-321, 

365-366, 377-378 
Coaxial ..... 404-405, 416-417, 420, 
428 
280 
428 
-472 


Contacts. 


.198-200, 209, 221 
Kits/Assortments.........:::eeeee 213 
Military Index............. 134-135, 223 
P@iBoatdieee 137, 198-199, 209 
Pin and Socket.......... 266-267, 280 
PIUQS/ JACKS cs. cresersesenccrererenn 405 
Power 301 


Receptacles ...203-204 
PF...... 404-405, 416-417, 420, 428 


416 
Surface Mount .......... 198-199, 209 
Terminal Strips/Blocks ...... 456-457 


UHF. 428 
USB..... ..203-204, 224 
Wire-to-Board .. on WY) 
GAG OrS iz .esccsecessss we 142 
Identification Products....... 1296-1297 
Kits/Assortment ...........::esceeeeees 213 
Labels nee 1296-1297 
Military Index . 134-135, 198-199, 
203-204, 224, 320-321, 365-366, 
404-405 
Modular Jacks/PIUgS..........::::00e 223 
REGoaxiGonnectorsesscrr 416 
Sensors 
Cable Assemblies ..... 223, 377-378 
SWItCWES sees 997, 1017 


TE CONNECTIVITY / AGASTAT... 150, 
199-200, 223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 457 
Relays, Time-Delay ................. 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 1150-1151 

Timers 
Delay.... 150, 199-200, 223-224, 
250-251, 26/7, 282, 300, 309, 


327, 404, 406, 428, 457, 
1150-1151 

TE CONNECTIVITY / 

ALCOSWITCH ...ssssssseee 150, 199-200, 


223-224, 250-251, 267, 282, 300, 

309, 327, 404, 406, 428, 457, 1052 
Hex Nuts ... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 1070 
Knobs....... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 327, 
404, 406, 428, 457, 1071-1072 
Military Index............ 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 
979-981, 997, 1003, 1016-1017, 
1019, 1071 


Nuts 
Hex...... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457, 1070 
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CalWinletohasestrchosans 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 

457, 1070 


Switch Accessories 


Boots/Seals, Pushbutton ... 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 1071 

Caps.... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457, 1071 
GlardSinseee 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 1070-1071 

Legend Plates...... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 1070 


Switches 


Illuminated........... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 979-980 
Keylock........:000+ 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 1019 
Kits/Assortments................ 50: 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 1072 
Military Index....... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 979-980, 1019 
Paddle ........::000+ 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 1016-1017 
P@iBoardbercccc: 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 1016-1017, 1041 
Pushbutton, Illuminated ..... 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 979-980 
Pushbutton, 
Nonilluminated ................... 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 978-979, 981 
ROGKeiee ccs 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 997, 1016-1017 
PROTA Y ccccccconenen 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 1003 
Slide..... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457, 1041 
Snap-Action ........ 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 979-980 
daction we 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 1052-1053 
(ogglets 150, 199-200, 


1.800.463.9275 © Access the Entire Product Range at www.newark.com 


MANUFACTURER Index 


223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 1016-1017 
TE CONNECTIVITY / AMP....123-124, 
137, 144, 147, 149-150, 152-153, 182, 
199-200, 202, 214-215, 223-224, 242, 
244, 246, 248, 250-251, 267-268, 271, 
273, 275-282, 300-301, 309, 319, 321, 
$23, 327, 348, 376, 404, 406, 423, 
427-428, 457, 487-488, 490-491, 506, 
508 
Adapters........... 120, 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 414-415, 428, 
457 
Between-Series...150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 395-396, 404, 
406, 428, 457 
BNC..... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404-406, 428, 457 
Cable Assembly ...........0+ 1150} 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 423, 428, 457 
Coaxial aana.s 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404-406, 428, 
457 
Socket ......... 120, 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457 

Cable Assemblies 
iGoaxialfeearcrain 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 423, 
428, 457 
DSUGh aaa 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 537 
IDGiree 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457, 
537-538 
RU-45... eee 150, 199-200, 215, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457 
Cable Boots ............. 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 321, 327, 404, 406, 428, 457 
Cable Clamps .......... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 321-323, 327, 404, 406, 428, 
457 
Cable Marker Printers ............. 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 655 
Cable Seals.............. 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 321, 327, 404, 406, 428, 457 
Caps, Dust....... 150, 152, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 321, 323, 327, 404, 406, 428, 


457 
Connectors............ 1455 1505S: 
180-181, 199-200, 223-224, 


237-240, 243, 250-251, 267-268, 
270-280, 282, 300, 309, 319-323, 


327, 395, 404-406, 417, 428-429, 


457, 489, 528 
2mm Hard Metric ....... 150, 189, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
Adapters...... 120, 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 395-396, 
404-406, 414-415, 428, 457 
Backshells, D-Sub.............. 150} 
199-200, 223-224, 246, 
250-251, 259, 267, 282, 300, 
309, 327, 404, 406, 428, 457 
BNC..... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404-406, 428, 457, 489 
Board-to-Board........... 128-129, 
135-136, 150; 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457 
Breakaway Headers ....140-141, 
150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457 
Butt Splices......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 487-490 
Cable Assemblies 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 423, 
428, 457, 537-538 
Cable Clamps...... 150, 199-200, 
223-224, 248-251, 267, 282, 
300, 309, 321-323, 327, 404, 
406, 428, 457 
Cable Protection..150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 322, 327, 404, 406, 
428, 457 
Cable-to-Cable....150, 199-200, 
213, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 
428, 457 
Cable-to-Panel ....150, 199-200, 
213, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 
428, 457 
Chip Carrier Extraction 
WOGIS ee cecezeced 122, 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457 
Chip Carrier Sockets.......... 122, 
150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457 
Circulars 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 318-320, 322-323, 
327, 376, 404, 406, 428, 457 
Circular Backshell 
Extenders ............ 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 321, 327, 404, 406, 
428, 457 
Circular Cable Boots........... 150, 
199-200, 223-224, 250-251, 
267, 262, 300, 309, 321, 327, 
404, 406, 428, 457 
Circular Cable Clamps ....... 150, 
199-200, 223-224, 250-251, 


ABE - KZ 


267, 282, 300, 309, 321-323, 
327, 404, 406, 428, 457 
Circular Coupling Rings...... 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 321, 327, 
404, 406, 428, 457 

Circular DIN......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 376, 404, 406, 
428, 457 

Circular Protective Caps .... 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309; 321, 323, 
327, 404, 406, 428, 457 

(COBIAN seessszszsess 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 393, 395-396, 
404-406, 414-415, 417, 421, 
424, 427-429, 457 

(CONCH, acssseses 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 528 

Contacts 144-145, 150, 
199-200, 223-224, 243-244, 
250-251, 267, 269-271, 
275-277, 279-282, 300, 309, 
323-324, 327, 376, 404, 406, 
428, 457 

COVETS ...........00005 ets, eto), 1S, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 

Crimp Terminals...150, 199-200, 
223-224, 243, 250-251, 267, 
282, 300, 309, 327, 404, 406, 
428, 457 

DIN cae 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 376, 404, 406, 428, 457 
DIP Plugs.....150, 193, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457 

DIP Sockets......... 119-120, 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 

D-SUB seneens 150, 199-200, 
223-224, 236-240, 242-244, 
246-251, 256, 267, 282, 300, 
309, 327, 404, 406, 428, 457 
D-Sub Application Tools..... 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 489 

D-Sub Hardware............0+ 150, 
199-200, 223-224, 247-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 

Dust Caps/Covers....... 1505152) 
199-200, 223-224, 250-251, 
267, 282, 300, 309; 321, 323, 
327, 404, 406, 428, 457 
Eurocard...... 131, 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457 

| 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 427-428, 457 
Ferrules................ 150, 199-200, 
223-224, 243, 249-251, 267, 
282, 300, 309, 327, 376, 404, 
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406, 428, 457 

Flat Cable ............ 150, 189-192, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
Flex-to-Board...... 150, 180-181, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 

FPG ER Gommereerren 150, 180-182, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 

Gitreserss 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 427-428, 457 
Headers........ 140-142, 145-146, 
150, 152, 190-192, 199-200, 
223-224, 236, 250-251, 267, 
270, 272-275, 277, 279, 282, 
300, 309, 327, 404, 406, 428, 
457 

Housings ..... 143-145, 150, 153, 
199-200, 223-224, 250-251, 
267, 269, 274, 279-280, 282, 
300, 309, 327, 376, 404, 406, 


428, 457 
IDG iiteereeariesn 147-152, 189-190, 
199-200, 2N23 223-224, 


250-251, 267, 282, 300, 309, 

327, 404, 406, 428, 457 
IDC Strain Relief Covers..... 150, 
152° 199-200, 223-224, 
250-251, 267, 282, 300, 309, 

327, 404, 406, 428, 457 
Insertion/Extraction Tools... 150, 
199-200, 223-224, 250-251, 
267, 269, (272, (275, 277, 282, 
300, 309, 327, 376, 404, 406, 


Interface Modules............... SO), 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 469 

Ove 150, 199-200, 223-224, 
237-240, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457 

Keying Plugs and Pins........ 145, 
150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457 
Kits/Assortments...........00 150} 
199-200, 213-214, 223-224, 
244-245, 248, 250-251, 
267-269, 282, 300, 309, 321, 
327, 404, 406, 428, 457 
MCx..... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 424, 428, 457 
MIL-C-5015......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 322, 327, 404, 406, 
428, 457 

Military Index............. 119-120, 
122-123, 146-147, 150, 152, 
192, 199-200, 215-217, 
223-224, 237-240, 244, 247, 
250-251, 267, 269, 272-275, 
277, 279-280, 282, 300, 309, 
318-320, 322, 327, 376; 
404-406, 414-415, 428, 457, 
484-490 

MTE AMPMODU® ~ Header 
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Assemblies .......... 145-146, 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
OSMB ie scevcrcre: 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 393, 404, 406, 
428, 457 
Panel Mount........ 150, 199-200, 
223-224, 250-251, 267, 
273-274, 280-282, 300, 309, 
327, 404-406, 428, 457 
PC Board.... 128, 130, 136, 143, 
150, 152, 199-200, 202, 217, 
223-224, 237-240, 250-251, 
267, 273-275, 277, 279-280, 
282, 300; 309, 32/7, 3/6; 
404-406, 428, 457 
PC Board Pins/Plugs.. 129, 135, 
150, 199-200, 223-224, 
250-251), 26/, 2/3, 262, 300, 
309, 327, 404, 406, 428, 457 
PC Board 
Receptacles......... 135-136, 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
Pin and Socket....150, 199-200, 
223-224, 243, 250-251, 
267-278, 280-282, 300, 309, 
322-323, 327, 404, 406, 428, 
457 
PLCC Insertion/Extraction 
...122, 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457 
Plug & Socket......150, 199-200, 
223-224, 250-251, 267, 
281-282, 300, 309, 327, 404, 
406, 428, 457 
Plugs/Jacks............++. Ucley. WO, 
199-200, Pale 223-224, 
250-251, 267, 273-274, 282, 
300, 309, 327, 404-406, 428, 
457 
PostiShlitSecsesssereres Ueto), wee}, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
POWGEE vessccsecaccsccaxe 150, 199-200, 
223-224, 250-251, 267, 
279-280, 282, 300, 309, 327, 
404, 406, 428, 457 
Quick-Disconnect 
Terminals ............. 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 484 
Rack and Panel................- 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
Receptacles................ Teh. wo), 
199-200, 202, 212, 223-224, 
250-251, 267, 269, 279-280, 
282, 300, 309, 327, 404, 406, 
428, 457, 491 
Roe... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 393, 395-396, 404-406, 
414-415, 417, 421, 424, 
427-429, 457 
Ribbon Cable....... 150, 189-190, 


193, 199-200, 212, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457 

Ring Tongue Terminals ....... 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 484-490 
Sealed........:::0 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 318, 327, 404, 406, 
428, 457 

SIP Sockets............06. 120 mi50% 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 

SMA..... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 395, 404, 406, 417, 428, 
457 

SMB..... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 421, 428, 457 
Sockets........ 119-120, 122-123, 
126, 150, 199-200, 223-224, 
244, 250-251, 267, 280, 282, 
300, 309, 327, 404, 406, 428, 
457 

Sockets, IDC ....... 146-147, 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 

SpliG@S ....ccccscee 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 487-490 

Strain Relief Covers.... 150, 152, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 

Strain Reliefs ....... 150, 199-200, 
223-224, 250-251, 267, 
211-272, 282, 300, 309, 327, 
404, 406, 428, 457 

Terminal Crimp Tools.......... 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 489, 507 
Terminals ............. 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 484-491 

Termination Tools............... 50) 
199-200, 216, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457 
NCH. 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 414-415, 428, 
457 

TOONS oceescerss 144-145, 149-151, 
199-200, 215-216, 223-224, 
242, 244, 247, 250-251, 267, 
282, 300, 309, 327, 404, 406, 
428, 457 

UHF ..... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428-429, 457 
NSE areca 150, 199-200, 202, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457 

Wire-Applied Housings ...... 150, 
199-200, 223-224, 250-251, 
267, 280, 282, 300, 309, 327, 


404, 406, 428, 457 
Wire-to-Board 149-150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 

406, 428, 457 
Wire-to-Wire ........ 150, 199-200, 
223-224, 250-251, 267, 
281-282, 300, 309, 327, 404, 
406, 428, 457 


Covers 

Connector Dust.......... 150, 1525 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
Cutters ..... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 327, 
404, 406, 428, 457, 507 
Disconnects ............. 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 485, 
487 
Flag Terminals.......... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 491 
Hardware........::c00e 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 321-323, 327, 404-406, 428, 
457 

D-Subminiature 
Connector.... 150, 199-200, 
223-224, 247-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457 
Military Index....... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404-406, 428, 
457 


Headers 
Breakaway........... 140-141, 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
Dual-Row........... 150, 199-200, 
223-224, 250-251, 267, 
274-275, 282, 300, 309, 327, 
404, 406, 428, 457 
Ejection Style....... 150, 191-192, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
be 150, 192, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457 
Low-Profile .......... 150, 190-192, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
Military Index...........+ 141, 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
PC Board 145-146, 150, 
190-192, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457 
PI. 150, 191-192, 199-200, 
223-224, 250-251, 267, 
273-275, 279, 282, 300, 309, 
327, 404, 406, 428, 457 
Shrouded.....150, 192, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457 


Housings, Wire-Applied .......... 150; 
199-200, 223-224, 250-251, 267, 
280, 282, 300, 309, 327, 404, 406, 
428, 457 
IDC Connector Strain Relief 
Covers......150, 152, 199-200, 214, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457 
Identification Products 
Wire Marker Products......... 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 655 
Insulated Tools 
Crimp... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457, 491 
Interface Modules 
Terminal Block.....150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 469 
Kits/Assortments 
Connectors, Circular .......... 150, 
199-200, 223-224, 250-251, 
267, 282, 300) 309; 321, 327, 
404, 406, 428, 457 
Connectors, IDC................. 150, 
199-200, 213; 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457 
Connectors, Pin and 
SOCKClieere rears 150, 199-200, 
223-224, 250-251, 267-269, 
282, 300, 309, 327, 404, 406, 
428, 457 
IDC Connector Mounting 
Hardware.....150, 199-200, 213, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457 
Label Printing Systems. ........... 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 655 
LAN Interconnect Products 
Plugs/Jacks......... 150, 199-200, 
217, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 
428, 457 
Military Index.... 144-145, 150-153, 
199-200, 202, 223-224, 237, 
239-240, 242-244, 247, 250-251, 
267, 269, 272-275, 277, 279-280, 
282, 300, 309, 318-320, 322-323, 
326-327, 376, 396, 402, 404-406, 
414-415, 428, 457, 489, 506-508 
Modular Jacks/Plugs 
Accessories......... 150, 199-200, 
216, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 
428, 457 
Category 3........... 150, 199-200, 
216, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 
428, 457 
Category 5........... 150, 199-200, 
216-217, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
Category 5e......... 150, 199-200, 
215, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 
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428, 457 
PC Board.....150, 199-200, 215, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457 
Multiple Density Sockets ........ 150, 
199-200, 223-224, 244, 250-251, 
267, 282, 300, 309, 327, 404, 406, 
428, 457 
Parallel Splices......... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 489 
PC Board Accessories............ 150, 
199-200, 202, 223-224, 237, 
239-240, 250-251, 267, 273-275, 
277, 279-280, 282, 300, 309, 327, 
376, 404-406, 428, 457 

Power Products 
Connectors.......... 150, 199-200, 
223-224, 250-251, 267, 
279-280, 282, 300, 309, 327, 
404, 406, 428, 457 
Receptacles......... 150, 199-200, 
223-224, 250-251, 267, 
279-280, 282, 300, 309, 327, 
404, 406, 428, 457 
RF Coax Connectors .............. 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 417, 
428, 457 
Adapters..........6 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 395, 404, 406, 
428, 457 
Board-to-Board...150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 393, 404, 406, 
428, 457 
Microminiature.....150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 423, 
428, 457 
Miniature.............. 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457 
Subminiature ....... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 417, 
428, 457 
Silicon Fusion Tape..........0++ 50% 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 1307 
Sockets, Chip Carrier...... [22 iI5}0), 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457 
Sockets, DIP ............ 119-120, 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457 
Sockets, Low-Profile.. 
122-123, 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 327, 
404, 406, 428, 457 
Sockets, Multiple Density ....... 150, 
199-200, 223-224, 244, 250-251, 
267, 282, 300, 309, 327, 404, 406, 


Sockets, Pin Terminals............ 150, 
199-200, 223-224, 250-251, 267, 


280, 282, 300, 309, 327, 404, 406, 


Sockets) PIC Cavan: 122, 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457 
Sockets, SIMM............... 126, 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457 
Sockets, SIP.....120, 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457 
Sockets, Solderless ........ 126150? 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457 
Sockets, Spring-Loaded......... Wl. 
150, 199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 406, 
428, 457 
Sockets, Transistor .......... 122-123, 
150, 199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 406, 
428, 457 
Sockets, Zero-Profile ...... 1261507 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457 
Solderless Terminals ............... 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 487 
Splices 
Butt Splices......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 487-488 
Paral) .ccccccccccccese 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 489 
Splicing Tools........... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 491 
Tape 
Silicon Fusion...... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 1307 
Terminal Block Interfaces........ 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 469 
Terminals 
Disconnects......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 486-487 
Flag...... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457, 491 
Receptacles......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 485, 491 
Ring Tongue ........ 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 484-490 
Solderless............ 150, 199-200, 
223-224, 250-251, 267, 282, 
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300, 309, 327, 404, 406, 428, 
457, 484-490 

Spade Tongue..... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 486-490 

Tabs..... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457, 491 


Tools 


GhIMND cae: 144-145, 150-153, 
199-200, 215-216, 223-224, 
242, 244, 250-251, 267, 269, 
Zid, 275, 27/7, 280, 282, 300, 
309, 326-327, 376, 402, 404, 
406, 428, 457, 489, 506-508 
D-Sub Connector 
Application........... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 489 
Insertion/Extraction ..... 146-147, 
150, 199-200, 223-224, 242, 
244, 247, 250-251, 267, 269, 
272, 277, 280, 282, 300, 309, 
326-327, 404, 406, 428, 457 
Insulated... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 491 
Military Index....... 150, 199-200, 
228-224, 242, 244, 247, 
250-251, 207, 269! 202, 275, 
277, 280, 282, 300, 309, 
326-327, 376, 404, 406, 428, 
457 


Modular Plug 
Termination.......... 150, 199-200, 
215-216, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
Multipurpose ....... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 507 
PLCC Insertion/ 
EXtactl Onesies: 122-150; 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
Termination.................5 149-151, 
199-200, 216, 223-224, 247, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457 
Wire & Cable........ 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 507 


USB Cable Assemblies........... 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 


457 


Wire Cutters ............. 150, 199-200, 
223-224, 250-251, 267, 282, 300, 


309, 327, 404, 406, 428, 457, 507 


Wire Label Printers...150, 199-200, 
223-224, 250-251, 267, 282, 300, 


309, 327, 404, 406, 428, 457, 655 


Wire Marker Products. 


Printers ............00. 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 

457, 655 


Wire Strippers .......... 150, 199-200, 
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223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 507 
TE CONNECTIVITY / AXICOM..... 150, 
199-200, 223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 457, 
931-932 
Military Index............ 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 
932-934 
Relays, PC Board, 
Surface Mount......... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 932 
Relays, PC Board, 
Thru-Hole .......::::08 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 
932-934 
Relays, Signal........... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 933 
TE CONNECTIVITY / 
BUCHANAN.......... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 448, 457 
Connectors..........006 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 431, 457 
Interface Modules............... 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 469 
Terminal Strips/Blocks........ 150), 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 431-432, 438, 
448-449, 457 


Interface Modules 
Terminal Block.....150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 469 
Mounting Tracks, Relay........... 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
432, 457 
Relays, Sockets ....... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 432, 457 
Terminal Block Interfaces........ 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 469 
TE CONNECTIVITY / CGS........... 150, 
199-200, 223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 457 
Resistors 
Power, Wirewounad ....... tsiifq te10), 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
Wirewound, Axial Leaded..... 98, 
150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457 
Wirewound, 
Chassis Mount ....... 87, 98, 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
Wirewound, Wire Leaded..... 98, 
150, 199-200, 223-224, 
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250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457 
TE CONNECTIVITY / 
CORCOM...... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 327, 
404, 406, 428, 457, 523, 865-867, 
871 
Connectors..........006 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 512 
Electrical 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457,512 
FINOHOC cccsccnnescey 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457,516 
Military Index....... 150, 199-200, 
216, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 
428, 457 
Plugs/Jacks......... 150, 199-200, 
216, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 
428, 457 
POWSI cccccr 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457,512, 516 
Receptacles......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 512 
EMI Filtered Connectors.......... 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 522 
EMI Filters ............... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 867 
EMI/RFI Filters.......... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 867, 
871 


Filtered Power Entry 
Modules xiiiircc ners 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 517, 
520-523, 865 
Filters 
3-Phase ............0+. 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 871 
EMI Suppression ............--++ 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 867 
EMI/RFI Suppression ......... 150; 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 867, 871 
General-Purpose.............-. DO: 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 866 
Military Index....... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 871 
Power Line........... 150, 199-200, 
223-224, 250-251, 267, 282, 


300, 309, 327, 404, 406, 428, 
457, 866-869, 871 

RFI Power Entry Modules... 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 517, 520-523, 
868 

RF SUppressiony............-:.- 150, 
199-200, 216, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457, 520, 
865-869 

Single Phase........ 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 868 

Military Index.... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 
522-523 


Modular Jacks/Plugs 
Telephone....150, 199-200, 216, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 

457 

Modules 
Power Entry......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 

457, 522 

Power Products 
Connectors.......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 

457, 512, 516 

Entry Modules ..... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 517, 520-523 

Inlet Modules....... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 522 

Power Modules ...150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 522 

Receptacles......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 512 

RFI Filters .........150, 199-200, 216, 

223-224, 250-251, 267, 282, 300, 

309, 327, 404, 406, 428, 457, 520, 

865-868 

RFI/EMI Filters.......... 150, 199-200, 

223-224, 250-251, 267, 282, 300, 

309, 327, 404, 406, 428, 457, 867 

Telephone Accessories 
Military Index....... 150, 199-200, 
216, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 

428, 457 

Wiring Receptacles...............+ 150, 

199-200, 223-224, 250-251, 267, 

282, 300, 309, 327, 404, 406, 428, 

457, 512 


TE CONNECTIVITY / 
CROMPTON eee 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457 
Transformers 
AC/DC... 150, 199-200, 
223-224, 250-251, 267, 282, 


300, 309, 327, 404, 406, 428, 
457, 881-882 
TE CONNECTIVITY / ELCON ...... 150, 
199-200, 223-224, 250-251, 267, 282, 
300, 309-310, 327, 404, 406, 428, 457 
Connectors 
Power .. 150, 199-200, 223-224, 
250-251, 267, 282, 300, 
309-310, 327, 404, 406, 428, 
457 
Rack and Panel ...150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309-310, 327, 404, 406, 
428, 457 
TE CONNECTIVITY / ENERGY 
DIVISION....... 150, 199-200, 223-224, 
200-251), 267, 282, 300, 309, 327, 
404, 406, 428, 457, 472 
Connectors 
Kits/Assortments.150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 472 
Splice Kits...........- 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 472 
Splicestetssr 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 472 
TE CONNECTIVITY / 
HARTMAN .... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 327, 
404, 406, 428, 457 
Contactors ..........006 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 960 
TE CONNECTIVITY / KILOVAC ... 150, 
199-200, 223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 457 
Contactors ..........006 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 
959-960 
TE CONNECTIVITY / 
NANONICS ... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 327, 
404, 406, 428, 457 
Connectors....... 150, 199-200, 213, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457 
Wire-to-Board......150, 199-200, 
213, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 
428, 457 
TE CONNECTIVITY / NEOHM..... 150, 
199-200, 223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 457 
Resistors 
Metal Film, Axial Leaded...... 99, 
150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457 
Power, Metal Film, 
Axial Leaded........::00+ 99, 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
Precision, Metal Film....99, 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457 
TE CONNECTIVITY / OEG........... 150, 
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199-200, 223-224, 250-251, 267, 282, 


300, 309, 327, 404, 406, 428, 457 
Military Index............ 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 

921-922 
Relays, General-Purpose/ 
Industrial... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 327, 
404, 406, 428, 457, 922 
Relays, PC Board, 
Ten tole reeeccrrecens 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 
921-922 


TE CONNECTIVITY / POTTER & 
BRUMFIELD ... 
223-224, 250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457, 922, 924-925, 


fn OO 99-200), 


932-933 

Circuit Breakers 
Magnetic Hydraulic ............ 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 750-751 
Thermal........cecee 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 740-742 
Contactors .........005 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 960 
DIN Mounting Rails/Tracks ..... 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 917 

/O Modules 

Analog ... ....150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 1165 
Digital... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457, 1165 
Military Index............ 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 
915-923 


Modules 
/O Modules......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 1165 
Relays, Automotive .............+ 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 


457, 926-927 
Relays, General-Purpose/ 
InGUSttia |Peeeeeeeeee ees 150, 199-200, 


223-224, 250-251, 267, 282, 300, 

309, 327, 404, 406, 428, 457, 

915-921, 923-924 

Relays, PC Board, 

TPO G ccccccccccncaen 150, 199-200, 

223-224, 250-251, 267, 282, 300, 

309, 327, 404, 406, 428, 457, 916, 

918-919, 922-923 

Relays, Reed, Dry ....150, 199-200, 

223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 940 

Relays, Sockets ....... 150, 199-200, 

223-224, 250-251, 267, 282, 300, 
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309, 327, 404, 406, 428, 457, 
916-921, 1139, 1149-1150 
Relays, Solid-State ................. 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 951-952 
Relays, Time-Delay ...............+ 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 1139, 1149-1151 
Relays, Voltage Monitoring ..... 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 930 
Sensors.... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 327, 
404, 406, 428, 457, 930 
Noltagetrecrscsss: 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 930 
TE CONNECTIVITY / 
RAYCHENM .... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 327, 
404, 406, 428, 457, 473, 634-635, 
637 
Adapters 
Circular Connector............. 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 325, 327, 
404, 406, 428, 457 
Braid 
(GOPPCNieeeceescesces 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 625 
Bushings 
Cable Clamp........ 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 325-327, 404, 406, 


Cord Strain Relief............... 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 325-327, 
404, 406, 428, 457 

Butt Splices.............. 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 634 
Cable Boots ............. 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 632 
Cable Clamps .......... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 325-327, 404, 406, 428, 457 
Cable Glands ........... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 324-327, 404, 406, 428, 457 
Cable Marker TagS.......-..:+ 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 655 

Cable Markers.......... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 635, 
655 

Cable Seals.............. 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 632 
Gablemiesix-nc-. 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 325, 327, 404, 406, 428, 457 
Cable Wrap ........... 150, 199-200, 


223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 
625-626 
Cable/Wire 
Data..... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457, 568 
Multiconductor ....150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 568 
Circuit Protection Device 
Kis... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 327, 
404, 406, 428, 457, 739 
Connectors...........006+ 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 325, 327, 404, 406, 428, 457 
Adapters...........+ 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 325, 327, 404, 406, 
428, 457 
Butt Splices......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 471-473 
Cable Clamps...... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 325, 327, 404, 406, 
428, 457 
Circular Backshell 
Extenders ............ 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 324-327, 404, 406, 
428, 457 
Circular Cable Boots........... 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 326-327, 
404, 406, 428, 457, 635 
Circular Cable Clamps ....... 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 325-327, 
404, 406, 428, 457 
Crimp Terminals............00+ 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 634 
Military Index....... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 471-472 
Solder Splices .....150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 473-474 
Splicosmnnccaren 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 471-473, 634 
Strain Reliefs ....... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 324-327, 404, 406, 
428, 457, 635 
Terminals ............. 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 634 
Expandable Sleeving .............. 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 625 
Fuses 
PTC Resettable ...150, 199-200, 
223-224, 250-251, 267, 282, 
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300, 309, 327, 404, 406, 428, 
457, 696-698 

Resettable ........... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 696-697 

Strap.... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457, 696 
Surface Mount.....150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 695-697 

Thru-Hole Devices.............. 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 696-697 

Harness Wrap .........- 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 
625-626 

Heat-Shrink Cable Wrap......... 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 632, 636 

Heat-Shrink Terminals............. 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 634 

Heat-Shrink Tubing ................ 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 630, 632-637 

Heat-Shrink Tubing Kits.......... 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 634-635, 637 

Heat-Shrink Tubing Markers ... 150, 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 


457, 635, 655 
Identification Products 
abel cissscuseseess 150, 199-200, 


223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457,655 
Wire Marker Products......... 150, 
199-200, 223-224, 250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 655 

Kits/Assortments 
Terminals ............. 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457,473 

Labels 

Component ID.....150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 655 
Laminated............ 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457,655 
Shrink Tubing....... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 635, 655 
Wire ..... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457, 655 
Military Index............ 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
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309, 327, 404, 406, 428, 457, 
695-696 
PTC Resettable Fuses ............ USI), 
199-200, 223-224, 250-251, 267, 
282, 300, 309, 327, 404, 406, 428, 
457, 695-698 
Shrink Tubing ........... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 630, 
632-633, 636-637 

Sleeving 
Electrical ... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 625 
Expandable ......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 625-626 


Soldering Products 
Splice Connectors... 
199-200, 223-224, 


250-251, 
267, 282, 300, 309, 327, 404, 
406, 428, 457, 473-474 


Splices 
Butt Splices......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 634 
...150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 473-474 
Stress Relief Boots...150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 635 

Terminals 

Crimp... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457, 634 

Tubing 
Expandable ......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 634 
Heat-Shrink ......... 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 


457, 632-637 
Wire Management Products 
Sleeving... 150, 199-200, 


223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 


457, 625 
Wlellals tnsarerenoneecos 150, 199-200, 
223-224, 250-251, 267, 282, 


300, 309, 327, 404, 406, 428, 
457, 630, 632-633, 636-637 
Wire Marker Products. 
Markersicncs..cce 150, 199-200, 
223-224, 250-251, 267, 282, 
300, 309, 327, 404, 406, 428, 
457, 635, 655 
Tags ..... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 
327, 404, 406, 428, 457, 655 
TE CONNECTIVITY / 
SCHRACK..... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 327, 
404, 406, 428, 457, 915 
Military Index............ 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 915, 
921, 923-924 
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Relays, General-Purpose/ 
Industrial... 150, 199-200, 223-224, 
250-251, 267, 282, 300, 309, 327, 
404, 406, 428, 457, 915, 921 
Relays, PC Board, 
Surface Mount.........150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 924 
Relays, PC Board, 
WAPU-HOI@ «0 esecccccccceee 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 914, 
921, 923-924 
Relays, Sockets ....... 150, 199-200, 
223-224, 250-251, 267, 282, 300, 
309, 327, 404, 406, 428, 457, 915 


Terminal Strips/Blocks...............++: 457 
TECH SPRAY .....1249, 1276-1277 
ChemicalSiecciiiuiiercnnss 1274 
Antistatic Sprays.......... 1272, 1276 
Cleaners 
Adhesive Removers........... 1276 
Antistatic oe WTA) 
Contact.... .1274-1275 
Degreasers . .1274-1275 
Electrical 
ElectromicSic..severcermts 1274 
Flux Removers.......... 1274-1275 
palero 
wn 1274 
Pads, Presaturated vee UWETAS) 


Precision........ 1274 

Rejuvenator ap WAS) 
Coatings.......... VATE, VETS 
Cooling Sprays... .-.. 1275-1276 
Heat Sink Compounds........... 1573 
Solder Masks 


Cleaning Cloths ... 
Desoldering Products. 
Dusting Sprays .... 


lal 


Refrigerants 
Soldering Products. 
Static Control Products .... 


me LAUT 
.. 1275, 1310 


TEKTRONIX.... 1337, 1354, 
1404-1405 
.1336-1339 


en USHA) 


Bench Oscilloscopes.. 
Bench Power Supplies .. 
Counters.... 1357 
Digital Multimeters.. .- 1349 
Digital Storage Oscilloscopes ... 1336, 


1338 
Frequency Counters ........cc 1357 
Function Generators w. 1354 
Generators w. 1354 
Hand-Held Oscilloscopes........... 1378 
Kits/Assortments .... ... 1349 
Military Index .... .1372-1373 
Mixed Signal 
Oscilloscopesmemer ce: 1337-1338 
uD, (25 Wrpepepee rere rere rrr 1349 
Oscilloscopes 

Digital 


Mixed Signal.. 
Storage 
Power Products 
Probes..... 


«+. 1336-1338 
... 1336, 1338 

-1372-1373 
= 1349 


Signal Generators. ........0..ccee 1354 
Test Equipment 
Arbitrary Generators............... 1354 
Multimeters ........:ccccseee 


Oscilloscopes. 
Test Lead Kits 


Analog Multimeters.. 


Analog VOMs. 
Analyzers .... 
Bench Power Supp 
Connectors ......00 


lies 


Desoldering Products..............++. 1204 
sarseaess 1349, 1381, 
1388-1389 


Digital Multimeters. 


Digital Storage 
Oscilloscopes ........ 


Hand-Held Oscilloscopes.. 


Leads... 
Multimeters 


Digital ........ 1349, 1381, 1388-1389 


Oscilloscopes 
Digital 
Hand-Held 
Storage..... 
Patch Cord Kits .... 


Patchi@ondsrercsecceestreseesee ees 


Pocket-Size Digital 
Multimeters 


Soldering Products 
Accessories....... 


Rework Stations 
Stations 


Tip Dry Cleaners .... 


Test Equipment 
Decade Boxes... 


Military Index 
Milliammeters 
Multimeters 


Oscilloscopes... 


.. 1381, 1390 
1349, 1381, 
1388-1390 
Sa 1342-1343 


Volt-Ohm Milliammeters (VOMs) 1390 


TEXAS INSTRUMENTS ......37, 
42-46, 59-60, 762 


39-40, 
Analog Switches, 
Semiconductors 
Converters 


Development Systems,, 


Semiconductors 


Digital Signal Processor............. 20 


Evaluation Kits .. 
Microcontroller .. 
Software............ 


rereced lop iy 20 722 


Digital Signal Processor Development 
SSWSIONUS eacccccrcercass 
Digital Signal Processor Evaluation 


Line Drivers/Receivers.............+- 49-51 
Logic Devices 
Advanced Low-Power 


Translators 
Microcontroller Demonstration 
BoandSiren cer ane srnncrs 
Military Index 
Programmable Devices 
Programmers, Adapters 
Programmers, Gang wel 
Receivers,, Semiconductors...... 48-50 
Semiconductors 

Current Receivers ... 

Current Transmitters 

Development Systems 

Digital Signal Processor........ 24 
Microcontroller .......... 18, 20, 22 

Development Tools ... 17-18, 20-21 

Digital Signal Processor 

Development Systems.............. 24 


48 


Digital Signal Processors... .24 
Drivers, Differential..... ves 210) 
Drivers, Line...... as -48-51 
Line Drivers/Receivers ..........48-49 


Logic Devices, Advanced 

SCNOUKY ssceerererio 
Logic Devices, CMOS.... 
Logic Devices, Fast 
Logic Devices, High-Speed 


GMOS ee rcoescccsssccsscestevescesseestessees 53 
Logic Devices, Low-Power 
SONOUKY sssscsacssssssssssassccrcescesxeecees 54 
Logic Devices, 

OWEVOliagere ce eer cere 52-53 
Logic Devices, Schottky ............ 55 
LVDS Circuits 


Microprocessors 
Receivers 


Transceivers, RS-232 
Transceivers, RS-485 
Transmitters. 

Voltage-to-Current Converters... 48 


DOMWANCS sccsccesssccssccsscesscescccsceesceesses 24 
(INANSCCIVG(Sheeeeeeeeeeeeeeeceerseeee 48-50 
THERMODISGC.........0000000000.. 698 


THOMAS & BETTS. .......497-498 
Cable Marker BookS.........::::::00+ 
Cable Marker Sheets 
Cable Markers 
Cable Stas -..ccsccssrsssssersrercrees 
Cable Tie Installation Tools. 
Cable Tie Mounts 
Cable Ties....... 
Conduit 
Conduit Clamps 
Connectors 

Butt Splices... 


Compression LUgS........-.:::10 498 
COncUiteee eer. 528, 531-532 
..--031-532 


531-532 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


Figuictighttesss1 st 528, 531-532 
Mechanical LugS..........:::: 498 
Military Index 

Ring Tongue Terminals...... 496-497 
SDNIC OS ieseccccveecueecesncenccausesssesssess 496 
Strain Reliefs... 531-532 
Terminal Crimp Tools..............-+ 506 
Terminals .... 495-497 
Termination Tools .........cccee 506 


Tongue Terminals . 


Wiring......... 
Cord Grips 
Cutters 
Dies, Crimp ... 506 
DISCONMeCIS terse ecrerer 495-496 
Identification Products. .. 654, 665 
EUQSincressveres ... 498 
Marker Books, Wire & Cable . 654 
Marker Sheets, Wire & Cable........ 654 
Markers, Wire & Cable.................. 654 
Military Index ........ 
Power Products. 
Slices rrncereeercaere eee 
Terminals 
Forkslonguchwrevervesstn 496-497 
Maleilabinriniiccn cnc 496 
Ringwlonguionesewencesse 496-497 
SOldenlessmrnnirirrc 495-497 


Wire Cutters.... Pe 
Wire Marker Products........... 654, 665 
Wire Strippers.... 


Wire Ties 
TRACOPOWER.......774-776, 782 
CONVEFterS ......ccceceeeeeeeeee 774-776, 783 
DC-to-DC 


Military Index .. 
Power Products.... 


TRIAD MAGNETICS... 800, 879, 


884 
Audio Equipment...........::: 883-884 
External Power Supplies........ 800-801 
Military Index ......... 816-817, 880-881 
PC Board Accessories........... 883-884 
Power Products 
Supplies 
AC-to-DC...... 800-801, 816-817 
External cctcccctccudccccsses 800-801 
Plug-In Transformers ....880-881 
Switchers 816-817 
Transformers 
PARI enc ceasnnunncennneserede 883-884 
Chassis! MOU Mtieccsscersesses ees 878 
COMtNOll cis ceeirececnccsceasnesvsesssesssees 877 
Hospital-Grade nec cenereerrers 880 
Isolation........::ccceee 879-880, 884 
883-884 
880-881, 884 
877-878, 881 
Step-Down/Step-Up.............+. 881 
Telephone Coupling ...............+ 884 
Kio} Kolo f= |bepererereerrece recee rere RECrER 885 
MRIPP) ME eee eee 853 
Cabinet Rack Accessories....853-855, 
858-859 
Surge Suppressors ........... 858-859 
DC-to-AC Inverters... ... 804 
Inverters 804 
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Medical-Grade Products .............. 857 
Military Index .........:0+ 855, 863, 880 
Outlet Strips 
General-Purpose 
Industrial 852-853 
Medical-Grade ..........:::seeeee 857 
Rack Mount............... 853-855, 858 
Power Products 
INVONCONS fcc. ccescccscessccescecscececteecd 804 
Outlet Strips.............. 852-855, 858 
SOUNCOS s sseceiaccsscesscesccenccessncaeess 804 
SUP PUCS <c<cccsersececersererrerres 830, 832 
Rack Mount Surge 
Suppressors 


Surge Protectors 
Surge Suppressors 


ING (POWEr EO ses 856 
AC/Coaxial 858 
Compact, Plug-In. .. 858, 860 
Fax/Modem ... 856-858 
General-Purpose ... 856-857 


Hospital-Grade 
Multimedia......... 857-858, 862-863 
ING@LWOMK Hace sccccccccrcrecrecenceces 862-863 
RAG K¢MOUumiterceereereesss 858-859, 863 
NOIce/Raxteer rinse? 
Wall Mount 

Transformers 

Uninterruptible Power 

MSU OMS eevee verre: cceecececcaesasatee 
Computer 
Hospital-Grade 
Internet 
LAN-Compatible .. 
Line-Interactive 


Network 
Online 
TROMPETER 
ELECTRONICS, INC.......... 393, 
413-414 
AGADUCIS fos cccccacececcceeceesccscccuscenssea 402 
Cable iPlUGs ree cccceeeceevcesscessceesces: 412 
CONNECHOIS ......0:ceeeeeeees 393, 412, 414 


Video Jacks 


Dies, Crimp a 

Kits/Assortments ale 
Military Index ..........:.0+ 403, 412-413 
RF Coax Connectors............ 402, 414 


TWIN 
INDUSTRIES ............. Go Online at 
newark.com 
MCM PRODUCTS ............ 1578-1726 


ULTRAHEAT 1223 
ULTRALAST..........0..0.000000. 835 
UTICA... 


MCM PRODUCTS............ 1578-1726 


V 


VECTOR ELECTRONICS & 
TECHNOLOGY, INC............ 128 


VEEDER-ROOT/ 
DYNAPAR...................... 1133, 1139 
VISHAY 
Capacitors .. 
Dials, Potentiometer 104 
Inductors ~alOL 
LEDs . 674 


Military Index 

Potentiometers 
Cermet ... 
Dials, Counting..... 
Dials, Digital Readout. 


103 
104 
104 


Knobpots...........++ ren KOE} 

Multiteinieeeesnerseneeenscseeeseceees 102-103 

Panel sccccesscccescccccceaneecexssexssensses 103 

Precision\ccccccccccnccncs 102-103 

SINGIOSTUNN Geccrecacceeceeasess 103 

WirewoOUMmG fuucucmsecce 102-103 
Relays, Solid-State ........... ee 936 
Resistors 

Military Index........... 102-103 

Power, Metal, Surface 

MOUNT eaiecrrtascesrnsne 99-101 


Thick Film, Surface Mount......... 87 
Wirewound, Chassis Mourt....... 98 
Semiconductors 
MOSFET Drivers ........ 
Rectifiers, Fast Recovery .. 
Rectifiers, Standard Recovery ... 66 
Rectifiers, Ultrafast Recovery .... 66 
SCRs... 


Thyristor Modules 
Thyristor/Diode Modules....... 66-67 
MMYNiStOMS \erceeeeeerrnresee 66-67 


Thermistors 


Sensors......... 691-692, 1111-1112 
VISHAY FOIL RESISTORS........... 103, 
1113-1114 
Resistors 
Foil, Bulk Metal®.......... 99, 103, 
1113-1114 
VISUAL COMMUNICATIONS 
COMPANY 
VISUAL COMMUNICATIONS 
COMPANY (VCC) 
LAMpSitecsccccririeereees 674-675 
EDS ioe cecceitesricrieneeess 674-675 
Optoelectronics............. 1153-1154 
VOLEX INC. 
ComputeniProduictsiiu. ee 548 
Connectors 
Cords 
ERO (DO Uiae patewecoecoeceareyrre nr teres Soil 
Extensions es 548, 550 


THO - WEI 


Portable sic...:ssssssssseesseesee sees 548 
Power Supply 
SOOO ON cascaverersrsreser Soil 
Hospital-Grade............. 547-548 
International.......... 548, 550-551 
IMD OM secs sasscscasssessessescsssees 551 
North American .. 547-550 
ExtensioniGondSmunwesceenere 548 


Medical-Grade Products ....... 547-548 
Power Products 


Cords, Extension..........:ccccee 550 
Inlet Modules............:0::0+ §12-513 
JUMP OF CORDS asnccccccccssesssssssesss 551 
RelU she Ge) (ec iererreeeer secre Spi 
MCM PRODUCTS ............ 1578-1726 


W 


WAGO CORPORATION .... 137, 
441-443, 464-465, 1165 
aon ICY 


Connectors 

[Ey2' bs io) eeperees Pereerererrpeeeseeeemenensre 308 
Disconnect Splices . 

Lighting ..... 

PC Board... 

Rinkane iSockoteeassmenccncrrsc 308 
SPICES irre nerncece 501 
Terminal Strips/Blocks .....440-443, 


454, 464-466 
.. 464 


Converters .. 
Disconnects 
Fuse Holder: 
Headers 
Military Index 
Power Products . 
Relays, DIN Mount 
Relays, General-Purpose/ 

[Tote lWtciigtellercereceeceeteerttereceereerecnniaee 924 
Relays, PC Board, Thru-Hole....... 924 
Surge SuppreSSOrs .........cceee eee 
Terminal Block Jumpers . 


924 


Terminal Strips/Blocks.............04. 


WAKEFIELD 
SOLUTIONS. .... 1564-1565 
Adhesives ... ... 1572-1573 
Chemicals 1572-1573 
Heat Sink Accessories 
InSUlators ieee eee 1571-1572 
Mounting Hardware ............... 1564 


Thermal Joint Compound...... 1572 
Thermally Conductive 


AdheSiVeS..........:::cceeee 1572-1573 
Heat Sinks...... 1563-1566, 1571-1573 
Instlatotsinssssssest ee 1571-1572 
SEMICONGUCTONS recesses eee eee 1564 


WEIDMULLER INC. ..... 232, 317, 
444-445, 466, 504, 748-749 


Circuit Breakers 
Magnetic Hydraulic. 
Thermal Magnetic ... 

Gonnectorsivreuaat cece 
Industrial Control............... 
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PaneliMowinteeee rence 316-317 
PC Board........... 454-455, 466-467 
PINGS ACK a ee cercsessesseemennnns 232 


Terminal Strips/Blocks .....443-445, 
454-455, 466-467 


Transition.......... 469-470 
Identification Products............0:0+ 445 
Interface Modules...............+. 469-470 
MilttanyIndextsse eases ceunrs 527 
Mounting Hardware... 445-446 
Outlets ........ 470 
Power Products. 470, 786 
Relays, DIN Mount............:ceee 924 
Terminal Strips/Blocks........... 445-446 
Transition Modules. + 469 
Wire Marker Products. + 445 


WELLER .... 1199-1203, 1205-1208, 


1220, 1224 

IAGAD LON) ssccessccscocssccetccceccascgrntncce 1250 
Desoldering Products 

[olatseeeceeercrececrccet 1199, 1201-1202, 

1204-1205 

Stations............... 1199, 1201-1202 

MI PSretern cn nearcrerecsscess 1201-1202 

Tools and Accessories .......... 1199, 


1201-1202, 1220 


Dispensing Products 


Wire Dispensers... 
Heat Guns 1208, 1223-1224 
Rework Systems.......0000. 1201-1202 
Soldering Products 

Accessories....... 1199, 1202, 1205, 

1208, 1214, 1219-1220 


GUNS ee ceereeeeileeut i nunniincs 1208 
Iron Stands 1200-1202, 1205-1207 
KOM MIPS eee nck: 1212-1213 
lKonSieeees 1200-1201, 1205-1207 
Rework Stations...........c0cc 1199, 
1201-1203 
Sponges.... 1200-1201, 1219-1220 
SEAHOMS i eercscnres 1200, 1204-1205 
MiP MinnerSieecccerees 1201-1202 
Tools......... 1199-1202, 1204-1208, 
1212-1213 
SVNINGOS eeccesereeeasasseau Maite. 1250 
Tips, Soldering Iron... WW 
Tools 
Cordless Soldering 
IKONS tence cesiccrer es 1206-1207 
Heat Gun 
ACCeSSOTIeS........::: 1223-1224 
Military Index... 1199-1202, 


1204-1208, 1212-1213 


WHITE RODGERS 


(See STANCOR) 
WIELAND 
ELECTRIC................. 446-448, 455, 
468-469 
CONNCCIORS):ececcceccecttilecien urea 318 


Terminal Strips/Blocks .....446-447, 
455-456, 468-469 


Jumpers 447 
Military Index .. 749 
Switches . 749 
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MANUFACTURER Index 


WIHA Hee cea 1227, 1233-1234, 
1248, 1251 
BiG iii ccerseyereaneeeememneenaan 1234 
Cutters .......... 1226-1227, 1233-1234, 
1247-1248 
Hex-Key Sets.......c:cccceees 1262-1263 
Kits/Assortments ...........0+ 1226-1227 
POV Sic. cccccccccccecunwananes 1233-1234, 1248 
Screwdriver Bits.............2 1234-1235 
Screwdrivers............ 1233-1234, 1251 
Static Control Products .............. 1247 
Tools 
IOXIKCY Si ecctentecessces 1262-1263 
Insulated cttwercesssesaceeesers 1248 
Kits/Assortments........... 1226-1227 
Tweezers 
Wire & Cable 
Wire Strippers... 
WIREMOLD.........0000 642 
Cabinet Rack Accessories.... 853, 855 
Medical-Grade Products .............. 851 
Outlet Strips 
Computer-Grade......:.ccccccces 856 
Ind Usttia lessees errereteeeres 851, 853 
Medical-Grade ............::::eecee 851 
Rack Mount.............. 853, 855, 859 


Power Products 
Outlet Strips...... 853, 855-856, 859 


Raceways 642 
Rack Mount Outlet Strips v1 853 
Strips Outletiemwrrn ees {skeill., telex) 
WISS eee 1249-1250 
WOLFSPEED ..............0...0:0 64 
MCM PRODUCTS ............ 1578-1726 
XANMREX ies 804, 844 


XCELITE....1228, 1230, 1235-1237, 
1245, 1248, 1268 


Cable Tie Installation Tools........... 667 
(GUILLORS asaterd Aiea 
Dies, Crimp 
Kits/Assortments 
Military Index 
Pliers 
ScrewdriverS ......cccccceeeee 1227-1228, 
1235-1236, 1268 
GANS eiecereceseceaceewuscsecvsessseneseeeres 1245 
Tools 
Cable Strippers .........csess 1240 
Cable Tie Installation................ 667 
Cordless Screwdriver 
Accessories...... 1268 


Cordless Screwdrivers 1268 
(Clilat] Yanna 1243 
Installation... cece EY/ 
Kits/Assortments.......... eS, WRT 
NUE Drivers 1227-1228, 


1230, 1235, 1265 


Wire & Cable 
Wire Strippers........... 1239-1240 
Wire Tie Installation Tools.... 667 


Wire Cutters 
Wire Strippers 


Wire Tie Installation Tools............. 667 


XP POWER....... 765-766, 768-772, 


780-782, 792-795, 797-798, 818, 820, 


822-824 

AC-to-DC Converters ...cccccccccees 821 
DORN E ONS cre ces cs sesssscaeevers 768-769 
(NCE Cor Bl Cistererrerececreercs Peres 821 
D@=t0- DC per eereeess 765, 768-769 


797-798 
Military Index ............... 781, 797-798, 
820-821 
Power Products 
Converters 
AC-to-DC......794, 797-799, 821 
Supplies 
AC-to-DC....... 781-782, 818-825 


Compact....... 797-798, 819-822 


IDOSKtOpimereseceseeeseeeees 797-798 
DIN Rail MOU: ....20......-- 781 
UE lan Nereeeerrereerrrrcr as 796-798 
Medical-Grade.............. 797-798 
Stan byjeseesseeseseeess 823, 825 
SW Me lccccececeecece 781, 818-825 
MCM PRODUCTS ............ 1578-1726 


Z 


ZF CHERRY 
Military Index ............0.. 991-992, 1021 
BONSONG wcsssevsorusisracsrcarssssessessess 1079 
Switches 
Military Index.............0.. 1020-1022 
Pushbutton, 
INoniMunmlmated!....c...c.s see 1021 
Rocker.... 
Snap-Action .........e 1020-1022 
MCM PRODUCTS ............ 1578-1726 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


MIL-Spec Index 


This is just a small sample of the MIL-Spec products that Newark can provide you. 


Batteries & Accessories AMS-DTL-23053/10.....esseeseeseesees 340 | MIL-DTL-5015..... 350-351, 356 | UG-21D/U oo. 422 
QO-A362 coccccccccccccccccccesssssssee 846-847 | ASTM-B-152 ....ccssssssssseseseeeeeee 494-495 | MIL-DTL-83723 (MIL-C-83728)......361 | UG-23B/U u.scsccssssscssssescessseecesssesees 422 
ASTM-B-545 voeccecssssssssssessssssesssseees 494 | MIL-F-14072....ccccssseeccsssteseessneeeeone BOT | UG-274 veeccccsssssssssccsssssseescesssseeeeseans 405 
Cable Management eRe 405 | MIL-F-14256F o...csccsscsssseesseeseeee APS) WG BIA Re aia 405 
MIL-DTL-23053/18.....ccccssssessessseeee 630 | CWi159 cocccccccccccsesssssssssseeeeceee 405 | MIL-G-45204 0... 222, 362 | UG-274B oonecccecesccssessssssseesessseeseessee 405 
MIL-DTL-23053/1C ....sscssssteesseeeeeee 633 | wo0500... 255, 435 | MIL-G-45204B wu... 122 | UG 27 ANU vsssvsussesennecaniinas 429 
MILA A2OO5 GAC i s.'625, BOA, G07: | MEDS ercrecseerereceeseserceeetecemnees BOP) ASIA Lesnctenctrenrmmnsseianete O56 | UGDABAU cdl etc 429 
MIL-DTL-23053/5....ssscccsssseee 636-639, | M39012/04-0001........------seeseeeeeeeey 433] MIL-P-18177 cccccssocsssssseesssssssseseee BO7 | UG-27C/U cacccccsssssssssseesssessesteeeee 429 
ee) TTS INGO serrersssnescieiio poe | MMSE ssiacunaat 27 | GOORIN ser eecantaanecaemandie 422 
MIL-DTL-28059/50........-629-G30, 632 | \430012/07-00020....s..sssssssnnnee 433 | \41_-PRF-46846 
MIL-DTL-23053/8..:.csssssccsssssssssesees 630 | 39012/16-0014 secccccccscccssseseesseceeee 408’ | saceasensA «. 
MIL-DTL-28053/4D «..--sssssssssesessseee 633 | 139012/16-0504.....eeeeeesssseeeeeeseees 406 | MIL~S-83734 oocoecccecccccccccccccecee 423-124 | UG-BO/U ceceeececccecceccceceeccececeeeeeeeeeeee 429 
PAE Re OCOD sceeeiieeresrercs BAGO? | MASO1RIEE-O0T Ly crrsrsstestscinmn 411 | MIL-STD-1553....ccsssssssssssssssee 401 | UG-306 .csccsecssssessnssnssnssnesnte 405 
MIL-I-23053/4 ....eessssesssteessseeens 626-627 | \439012/26-0101 ..ccececscesceseeecsseseeeee A411 | MIL-STD-202F.....cccccccccccccessesseseesees B94 | UG-306A coecccccccecceccescescessessesseseessese 405 
MIL-1-23053/4C ...ssssstsseeessssteteeseees 633 | 139012/26-0504.....ceeeeccsssseeeeeeeeee AA1 | MIL-T10727 ccccccccssssseeeeee 122, 494-495 | UG-B0C/U ceeseccccccccecssssssssssssssesseveee 422 
MIL-I-23053/SC....ssseesssssesseessseessens 631 | MOA1/6-1 ooeecececccsssseessseessseeesseeeseee 393 | MIL-T-7928 ooccccccccccscessssee: 490-493, 495 | UG-30D/U ceccccssecccssssecessssececsssseeeeees 429 
MIL-I-25053/5 «..-..sseesseseeseseeseesteee 638 | M81824/1-4 oo .eccececcsseeccssseeeessseeeeens 478 | MS20659..ceecccssecccssssessesseeesesseeeeseeee AQQ | UG-363.oeecsecescssstssssssssssssssesssseeeeeee 425 
MIL-I-631D oo. eessssessseessstsessneessseensans 619 | M81824/1- 2. eeccecsseessseessseessseeeseee 478 | MS25036.ou.sescsseesssessssesesseessseesseee AQS | GAIA reer caoel 405 
MIL-1-81765/2 ....sseeessecseeseeeseessneees 635 | M81824/1-3...ecceesseessecsseesseesseessees ATB)||| MSS490\.. cisccssitssnsisisesenees: 845° | UG=499A siciciicnaran cence 405 
MIL-M-81531 .......cccctectseeseeneesee 654 | 83519/1-3 ceccccececececcccececevececeeceeevee APS: || PHO BS oooh veacnscrnsiedeesntsatsrasaea Ss 425 | UG-A92A wcsccceceecrestesscssicinsseeeaeen 405 
MIL-R-46846 .......eeeeeceseeeeeeeees 626, 633 | 85049 ..... ee cccccececceceeeee 273, 339-340 | PL-259......ccecceceseesesceteteesesesesees 425 | UG-492D ou. eee 405 
MIL-STD-202Fississsussccccscscccesees 654-655 | MIL-C-10544 .oocceccccccceccececececececeseeee 396) QQ-B=262 5s ssssssssaursnnavanianee 507°) UGS36/U i wrtisciiteinneannente 422 
MS886 725 ic scscccccccccccccssssssesessucestises 666 | MIL-C-24308 .oeccccccccceccccececeeeee 256, 264 QO-N=-290.. vcsceecssseceeeeeesesersssssssszaasss 127 | UG-536B/U .... 422 
MS90387-2.......ccccceee 665, 629, 635 | MIL-C-24308/26..cccccccccccccscsecececeeeee 975 | QQS-571 ececcccecseeeeseeseseeteteteeeeeens 419 | WGH568 sscccctececn nce 424 
QQ-B-575B .ocsccccsecscsssssssinscncensane 624 | MIL-C-26482 
MIL-T-43435.....ccsssssscsscssscssecsssssssees gaa | “8482 SO-239A.... 
V1 | es oy da kc) D 622 MIL-C-26500 ......-sssseesssssssssesttseeeee 294 UGATONGAIW sessscevsivaseiweaeniens 411 | UG-628B oo... ee eect eee eeeeeeeeeeeeeeeee 424 
MS3367-5 ceccccccccccscsceseeceeececcce 658-659 | MIL-C-38999........... 339, 355, 858-359 | G4 06/U ooo. seesesseeeseeeseeeseeeeeeeeeeee 425 | UG-684 oo. eececeesssssssssssssssssssssssstssseees 424 
MS90387-2.cccscssssscsseeceecccccccccceee g5g | MIL-C-39012........... 398-401, 409-411, | UG-107B/U weecssssesssssssssssessssnsenssettn 429 | UG*646sicieciti 425 
413, 417-418, 422, 424, 428-429 GAO SI cee ccccessensoteet cee Svs AOD | WG “WALA vecccspsseerssesecestereee Late as 405 
Connectors & Accessories | mit-c-5016............. 338, 347-348, 356 | YG-160A/Useccccccceccccccceccccccceeeecse 422 | UG-934 cecccccccescscscesesessesssseeesseseee att 
MIL-G-45204B .....ccossseccsessseeteeeeeeeee 118 | MIL-C-55116....eeeesccssseeesseceseeeeeee B96 | UG-175 vcccccsssesssccsssssseesssesseseesssessseee ADB: | W208 2 eacscononaisitnetteececcants Ai 
MIL-P-81 728 ..o.cccccccesecececesesessevereeee 123 | MIL-C-83508 ......c.ccecceeseseeeeeeeeeees 207 | UGH T6 is ceciccrccnnnniaeeins 425 | UG-982A .....cceseseeseseseecsesseteneseeeneeee 411 
MIL-S-83734 ...ccsssssccsssescesssseee 119-120 | MIL-C-83513 .....csccccsssseccssseees 264-265 | UG-17 7 ooeccsseeesssssessessseesecssteseevsneee AQ5 | UG-S61A/Ussssesscssssssseessssssssssessssneee Att 
MIL-T-10727 ..ccssseesccsseseessseesssseeeee 118 | MIL-DTL-26500 ......ccsssseessscssssseseee 361 | UG-21B/U voeeccseecccssteesessseeseessteseeene 422 | MIL-C-83503 .....cccsccseesesseeeees 195-196 
QO-N-290...ceeccssseessessseesessseessesseeeee 123 | MIL-DTL-38999.......240, 352-355, 358 | UG-21C/U v.cccccsssesscssssescesssessensneees 422 | MIL-G-45204 0... eeccseessssseeseesseeeeees 211 
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MIL-Spec Index 


This is just a small sample of the MIL-Spec products that Newark can provide you. 


MIL FIAB8 85 oes 2csscesescccoscecaceceveceerss A320 | MS8420 oor5 cos scccisccssssstssezcascececccecs B81 | UGA 77 eeececsseecsssescsseecsssessseceeneesesees 429 
MILA TH IG scSoscssstesesccceececectenerescects 1320 | UG-1O7B/U coececscscsseecssescsseessseeeeeee B96 | UG-21B/U wecceccsescseecstecstecssees 426-4271 
MIL-STD-129M ....cccsssecccssesesseeeosee ASOT | WGA TAN asi wastsaassaacsceeteconds B96 | UG-21C/U o.eeeeeceecsecesteeeeieeees 426-427 
MIL-STD-1686.......0:::s0sess0ee: 1331-1332 | UG-27B/U cieesecesscsssssesssseesseessseens B96 | UG-21D/U weeeecseecstecsteecsteeseens 426-427 
MIL-STD-45662.....0.ccccccssesssseeeoeee 1322 | UG-27C/U veces 396 | UG-23B/U ...eeeceecseceseeeeteeees 426-427 
MIL-W-87893A .....scccsseccsssesesseeeonee 1325 | UG-29A woeceesccscsscssssessssesssstessseeeseee 896) || WG 274 i occcccscessiecssscceteesennes 410 
M225 20 ic eccczacccasccacsassssssessteheossesbeecs 244 | UG-29B/U voeceescesssecsssseessseessseeesseees B06 | UG-274A w...eccccsescssesesssscssesesssessssees 410 
M8504 9 ices csessssesssessssesssassststasscenvece 262 | UG-B0/U .u.cccccccecscsctsetseteeseeseennne BOG: | UG 74D seciscsssxacsensessensssesnesnesnesninais 410 
MIL-G-24308 .....ccccseescosees 245, 252-253 | UG-3OD/U wsceeecsecessecssssesssseessseeeseee 396 | UG-28A/U.L...cecssescssteceseecsneeens 426-427 
MIL-G-24308/26 ....ccccsesccssesesseeeeseees 264 | UG-S7B/U ceececsscesssesssssesssseeseseeeeseees G6.) WG BOG sccassccadsccescccesvesssseesccsrmecesse 410 
MIL-G-26482 o.oo cccccescsteccssteeseee 227-228 | O1BOOO7 ....cececsscescsescsseeceseeceone 426-427 

MIL-C-26500 .....cessccseecsesstessecseeeseens 282 | 01BOO08 .......ccscessessecsesesseseeeees 426-427 | UG-30C/U «0... eseeeeeeeeeeteeseeees 426-427 
MIL-C-83513 ..scccseccsscsseesseeesees 253-254 | 39012/01-0005 .......eceesesseeseeseesseeee 427 | UG-363..... esses ees eeeeeeniensneesnees 429 
MIL-DTL-38999 ......sccssscsssessseeesseeeee 228 | 39012/01-0504 .ocescceseesseesseesseesseees 427 | UG 414. eesseeesteeseesneeerseeniensneesnees 410 
MIL-M-14 o.cccccssecsssessssseecsseeesseeeestees 245 | 39012/01-0503.0...ceeessecessseeesseeesseees 427 | UG-AQTA weceeeecrseecssteessneersntersnneensans 410 
AMS-DTL-23053/10 .....sscccsseee: 325-326 | CW-128 voeeeecesssecssssesssssesssseesseeesseees 410 | UG-AQ2A one eeeeseeeeeeeteeteseteteeeneeesees 410 
M22520 403 | Cw-159 Ay | WG AQ2D eccecccectessescscecctesssssitece 410 


M39012/04-0001.... 


M39012/04-00030 


M39012/07-00029..........c:ceeceeeeeees 


M641/6-1........ 


M85049 .......... 


MIL-C-10544.. 


409 | UG536/U eee 426-427 


M39012/16-0014 


400 | M39012/16-0504 


389 | M39012/26-0011 


325 | M39012/26-0101 


392 | M39012/26-0504 


MIL-C-26482 ..eccseseccene 336, 353-354 | MIL-~C-39012.......... 
MIL-C-38999......... 924-325, 349-344, | “> 429: 426-428 ues aie 
349-351 MIL-STD-1558....scssssccsssssseceessseeee 406 

MIL-G-39012 o.cccsssssecsesseseeeee 393-396 | PL-258.cccccsscccssssssesssssssnsesssesnneee 429 

MILEC=50115 vascavcciieannce 923;,333; GAS: | PLH25 9 cccciseccccscceessctscsteecsecennenees 429 | UG-932A coecccccccccssessessessescessessessesees A16 
MIL-C-55116 .occccessssccsssssteceeseeeee BQ2 | SO-239 ..eccsccssssssessseesensseeeenseeeee 429 | UG-961A/Uceeceesssssseesssserensesersnseee 416 
MIL-DTL-26500 ....-sssceessseeeees 352-353 | SO-239A....ccccsscsssssssessnsseeeeenseee 429 | ASTM-B-152 veeccesssscsssssesesseee 488-489 
MIL-DTL-38999 .....-ssccecsseeceee 337-344 | UG-AO1GA/U...seecssscsssesssssscessenseees 416 | ASTM-B-545 o.sssesscccssssesssssssesnseee 489 
MIL-DTL-5016......... 335-336, 347-348 | UG-106/U eccessssscssssssscssssesseesseeee 429 | MB1824/1-1 caecessssssscsssseeeesseee 472-473 
MIL-DTL-83723 (MIL-C-83723)......352 | UG-1185/U .osscsssccsssssseeesseeeee 426-427 | MB1824/1-2.cccccssescsssssessesseee 472-473 
MIL-G-45204.cccssssccsessseeeeeseeeee B53 | UG-160A/U.seesssesscccesseeeeeereeee 426-427 | M81824/1-3....ccccsseccsssesesseeeen 472-473 
MIL-PRF-46846.....-ccccccesceceee 325-326 | UG-175 .ccecessscsssssssessssssnsesseeenneee 429. | MBS519/1-B .cccessessccsessseeceneee 473-474 
MIL-STD-202F...ssssssscsesssseeeeseseee 390 | UG-176..cccsssccsssssesssesssssesssesetseee 4291 | MIL-F-14072..0.ccccccccssecesssseeeesseeee 503 
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MIL-F-14256F ......ccceeeeeeseeeeeeeeeees 474 
MAP ICT T vine vsassvanssszrreranasaaseesss 503 
MILAS-835 19/1. cissssscsscsczsasaaaaas 473-474 
MTV OP 20 sci svasvsnsestasessasiaas 488-489 
MIL-T-7928 .......ccceseseeeeseseeeeeeees 484-490 
MS20659 ........ccccececeeeeeseeeeeeeeeeeee 494 
LV IS 2401 0 [cee 494 
QQ-B-262 


QQ-S-571 


ESD & Static Control 
MIL:89:705sBissccivievsssiavins 1316 
MIL-HDBK-263...............:008 1329-1331 
MILAFS835 wiccccereiseeeeeesccesssses 1318-1319 
MIL-P-116 0... cece ceeeeeeeeeees 1318-1319 
MIL-STD-129M ...........:ccccccssseseeeee 1319 
MIL-STD-1686..................... 1329-1331 
MIL-STD-45662............cccccccsseseeeee 1321 
MIL-W-87893A...........:0cccccccssssteeeee 1324 

GDTs 
MIL-STD-202..........cccecccceeeeeeee 699, 701 
MILASTID=202F: ss vewsssstisesieee 704 
MILATEIO7 2 7B: vssisssassiaseweesseerevews 695 


MIL-S-46168 .......ccceeeeeseees 1271, 1273 


MMM-A-121 0... eeeceeeeseeeeseeeeeeeeees 1272 


See the Full List of 500+ Manufacturers www.newark.com/manufacturers 


Standard Terms & Conditions of Sale 
For the most updated Terms & Conditions of Sale, visit newark.com/terms-and-conditions. 


1. PLEASE READ THESE TERMS AND CONDITIONS OF SALE (THIS “AGREE- 
MENT”) CAREFULLY. IT CONTAINS THE SOLE TERMS AND CONDITIONS OF 
SALE THAT APPLY TO THE PURCHASE OF PRODUCTS (INCLUDING SOFT- 
WARE) FROM NEWARK CORPORATION d/b/a/ Newark element14 (THE 
“COMPANY”). THE COMPANY MAY CHANGE OR MODIFY THESE TERMS AND 
CONDITIONS OF SALE FROM TIME TO TIME WITHOUT NOTICE. THE MOST 
UPDATED TERMS AND CONDITIONS WILL BE AVAILABLE AT http://www. 
newark.com/terms-and-conditions. ANY DIFFERENT OR ADDITIONAL 
TERMS SET FORTH IN CUSTOMER’S PURCHASE ORDER OR SIMILAR 
COMMUNICATION ARE OBJECTED TO AND SHALL NOT BE BINDING ON 
THE COMPANY UNLESS A SEPARATE AGREEMENT HAS BEEN SIGNED BY 
AN AUTHORIZED OFFICER OF THE COMPANY. BY PLACING AN ORDER FOR 
PRODUCTS FROM THE COMPANY, OR BY ACCEPTING DELIVERY OF THE 
PRODUCTS DESCRIBED ON THE APPLICABLE PACKING SLIP, BILL OF LAD- 
ING AND/OR INVOICE RECEIVED WITH THE PRODUCTS, CUSTOMER AGREES 
TO BE BOUND BY AND ACCEPT THE MOST UPDATED VERSION OF THESE 
TERMS AND CONDITIONS OF SALE UNLESS CUSTOMER AND COMPANY 
HAVE SIGNED A SEPARATE AGREEMENT, IN WHICH CASE THE SEPARATE 
AGREEMENT WILL GOVERN. 


ANY GENERAL DESCRIPTION OF THE TYPES OF PRODUCTS AND RESULTS 
THEREOF POSTED ON ANY COMPANY SITE OR CATALOG DO NOT CONSTI- 
TUTE PART OF THE AGREEMENT BETWEEN COMPANY AND CUSTOMER. 


Customer may order software from or through Company. Software may be pro- 
vided by third parties, including support and maintenance related thereto. All such 
software and related services are offered by Company as a distributor or sales 
agent. The software is provided under the terms of the license attached to it or 
linked thereto, such as any shrink-wrap end user license agreement contained 
within the packaging of any software or the click-wrap or web-wrap end user 
license agreement (“EULA”) and is between Customer and such third party licen- 
sor. Customer is required to accept the EULA before downloading any software 
or before using any software delivered on physical media. If no such EULA is 
attached, the software is provided “AS IS.” Customer agrees to comply with the 
terms of such EULA with respect to the software. With respect to such software, 
Customer shall consider the third party to be the contracting party and such terms 
shall only be between Customer and such third party. Customer shall solely look to 
such third party with respect to such software. The Company is not liable for any 
losses or damages which may occur from the use of any such software and the 
Customer hereby releases Company from any and all claims arising from or related 
to the purchase or provision of such software. Notwithstanding the terms herein, 
software is licensed, and not sold. BY PLACING AN ORDER FOR SOFTWARE, 
CUSTOMER AGREES TO USE SUCH SOFTWARE IN ACCORDANCE WITH THE 
TERMS AND CONDITIONS OF THE APPLICABLE EULA FOR THAT SOFTWARE. 


2. BUSINESS CUSTOMERS: The Company is a business-to-business supplier. Its 
catalog and any specialogs and other product brochures produced by the Com- 
pany are intended for use by business customers and not consumers. By ordering, 
the Customer represents and warrants that Customer is acquiring the products on 
behalf of a business and not as a consumer. 


3. PRODUCT AVAILABILITY AND PRICING: Product listings, specifications, avail- 
ability, and pricing are subject to change without notice. Orders are not binding 
upon the Company until accepted by an authorized representative of the Company. 
Prices listed and charges discussed herein are in U.S. dollars. Some products may 
not be available for shipment outside the United States. The Company reserves 
the right to refuse service, terminate accounts or cancel orders in its sole discre- 
tion. If ordering from the Company’s catalog, the prices shown therein reflect the 
latest information available at the time of the printing of the catalog or uploading 
of an electronic catalog. Customers using electronic catalogs agree to immedi- 
ately upload updated versions upon receipt from Company. Prices charged will be 
those prevailing when an order is placed regardless of method of order. Orders for 
products are sometimes accepted by the Company by dispatching the products 
provided, however, that dispatch will not be acceptance where the price for the 
products has been incorrectly quoted or referenced by the Customer in its order 
and the pricing error could have reasonably been recognized by the Customer as 
a mispricing. For scheduled deliveries over 60 days, the Company reserves the 
right to charge the Customer the price of the products at shipment if higher. The 
Company’s quoted prices do not reflect the cost of accommodating Customer’s 
purchases via credit card or any third-party procurement services, software or 
ecommerce providers and the Company may accordingly pass through the addi- 
tional charges incurred as a result of Customer’s use of such purchasing methods. 
Prices shown do not include any Federal, State or local taxes or any present or 
future sales, use, excise, value-added or similar taxes. Where applicable, such 
taxes shall be billed as a separate item and paid by Customer. Orders are accepted 
with the understanding that such taxes will be added, as required by law. The 
Company charges local sales tax unless Customer has a valid sales tax exemption 
certificate on file with the Company. Selected products containing precious metals 
are subject to a surcharge. 


4. PAYMENT TERMS: Standard terms for Customers that are registered busi- 
nesses and meet the Company’s credit criteria are Net 30 days from invoice date, 
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unless otherwise agreed in writing by the Company or as may be stated in the 
product description, such as with respect to software downloads. All payments 
are due within 30 days of the invoice date, without any deductions or setoffs. 


In the case of any software provided by the Company electronically for down- 
load by the Customer, following receipt of payment in cleared funds in full by the 
Company (or following the Customer’s purchase of any software pursuant to the 
terms of an existing credit agreement between the Customer and the Company), 
and subject to the Company’s completion of any necessary credit, anti-fraud or 
compliance checks or procedures, the Company will send to the Customer’s email 
address (as specified by the Customer at the time the Order was placed) an email 
containing (i) a hyperlink by which the software can be accessed and (ii) instruc- 
tions enabling the Customer to activate the Software. 


Invoices will be sent electronically to the email address provided during the ac- 
count application process. This can be changed or a printed invoice requested by 
contacting the Accounts Receivable department (contact details can be found on 
the invoice). If a printed invoice or copy thereof is required, Company reserves the 
right to charge $1.00 per copy plus applicable postage and handling fees. 


Notwithstanding the above, the Company reserves the right to request payment 
in advance or otherwise in accordance with the payment terms specified by the 
Company, in writing. 


The Company shall have the right of set off and deduction for any sums owed. If 
Customer fails to pay by the due date, the Company may defer shipments until 
such payment is made and may, at its option, cancel all or any part of unshipped 
orders. The Company reserves the right to add a $20.00 service charge on all re- 
turned checks. Customer shall pay the Company all costs incurred by it in collect- 
ing any past due amount from Customer, including all court costs and attorney's 
fees. Company may also charge interest (both before and after any judgment) on 
the amount unpaid at the rate of 5% per annum above the prime rate as published 
in the Wall Street Journal (or similar standard selected by Newark should that rate 
cease to be published) from the due date of payment until payment is made. If the 
foregoing collection and interest charges exceed that rate which may be lawfully 
charged under applicable law, then such charges shall be calculated so as not to 
exceed the lawful rate. 


5. NEW ACCOUNTS/CUSTOMER’S FINANCIAL CONDITION: A Customer that 
desires to open a credit account must furnish such information as requested by 
the Company. The Company reserves the right in its absolute discretion to grant, 
refuse or discontinue any extensions of credit, or reduce or suspend any credit 
limit at any time. Company also reserves the right to cancel any order, require 
payment in advance, or require the Customer to provide adequate assurance of 
performance, without any liability by the Company, in the event of the Custom- 
er’s insolvency, filing of a petition in bankruptcy, the appointment of a receiver 
or trustee for Customer, or the execution by Customer of an assignment for the 
benefit of creditors. 


6. CREDIT CARDS: We accept credit and procurement cards from American 
Express®, MasterCard®, VISA®, Discover® and Government purchase cards. A sur- 
charge may be assessed for Customers who pay past due invoices by credit card. 


7. RETURNS: Returning product to the Company is easy. Please follow the simple 
procedures below to return product for replacement product or for a credit to 
Customer’s account, at Customer’s option: 


e Please call Customer’s Customer Service Representative to obtain a Return 
Merchandise Authorization number (RMA) prior to returning product. Sorry, 
Company cannot accept any product returns without a RMA. For all non- 
warranty related returns: 


— Returns must be made within 60 days of the original invoice date; 


— “Not In Catalog Items” and all products specified as “Non-Cancelable/Non- 
Returnable” (NC/NR) are not returnable; 


— Software may only be returned in the original, unopened packaging within 
14 days of the original invoice date. If the software is defective and the 
packaging is opened, it may only be exchanged for the identical title 
within such 14 days. Software downloads are not returnable; and 


— Return freight charge must be prepaid. C.0.D. returns cannot be accepted. 
To reduce the risk of counterfeit product entering the supply chain: 


— Only product originally shipped by Company to Customer is eligible for 
return. By returning product to Company, Customer confirms that it 
acquired such product from Company; and 


— All returned product must be in the original, unopened packaging and in 
resalable condition. 


Warranty related return procedures will be determined by the manufacturer’s 
warranty policy for the applicable product. Please review the documentation 
provided with the purchase, included with the product, or as may be avail- 
able online from the manufacturer. In addition, Customer may contact their 
Customer Service Representative who may direct Customer to the applicable 
manufacturer for further details. 
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8. INTERNATIONAL ORDERS: Export orders requiring special handling, packaging, 
and documentation are subject to additional charges. Export orders are accepted 
on the basis of payment in advance of shipment by a check in U.S. funds, wire 
transfer, international money order or credit card. Prices are FCA Company Ware- 
house in accordance with Incoterms 2010 and do not include insurance, freight, 
brokerage, duty or taxes. 


9. EXPORT CONTROLS: Products purchased or received under this Agreement 
are subject to export control laws, restrictions, regulations and orders of the 
United States. Customer agrees to comply with all applicable export laws, re- 
strictions and regulations of the United States or foreign agencies or authorities, 
and shall not directly or indirectly export, or transfer for the purpose of re-export, 
any product to any prohibited or embargoed country or to any denied, blocked, 
or designated person or entity as mentioned in any such United States or for- 
eign law or regulation. Customer represents and warrants that it is not on the 
Denied Persons, Specially Designated Nationals, Entity, Unverified or Debarred 
Lists and is not otherwise prohibited by law from purchasing the products or 
services hereunder. The Company reserves the right not to supply certain cus- 
tomers or countries and to require from Customer full details of the end use 
and final destination of the products. Customer shall be responsible to obtain 
any license to export, re-export or import as may be required. The Company 
provides no assurances or warranties for any export classifications provided to 
Customer, such as Export Control Classification Numbers or Harmonized Tariff 
Codes. Export classifications are subject to change, and Customer, if exporting 
on its own behalf, is responsible for determining the correct classification of any 
item at the time of export. 


10. SHIPPING & HANDLING/DELIVERY: All U.S. domestic shipments are FCA 
Shipping Point in accordance with Incoterms 2010 and in all cases title, with the 
exception of software, shall pass upon delivery to the carrier at point of shipment 
and thereafter all risk of loss or damage shall be upon Customer (without regard 
to which party pays for the shipping costs). Title to software shall remain with 
the applicable licensor(s), and Customer’s rights therein are contained in the 
EULA between Customer and such licensor(s). Company and carrier handling 
charges apply. Next Day and Second Day Air Service is available within the 48 
contiguous states, Alaska, Hawaii, and Puerto Rico. Delivery dates provided in 
advance are estimates only and shall not represent fixed or guaranteed delivery 
dates. Export shipments are on the basis of FCA Company Warehouse in accor- 
dance with Incoterms 2010, with the Company charging separately for the costs, 
insurance, and freight to bring the products to the named place of destination. 


11. PROMOTIONS: In the event that the Company sends promotional material to 
the Customer in relation to products available from the Company, this Agreement 
shall apply to all products purchased from such material. 


12. AGE REQUIREMENTS FOR CERTAIN PRODUCTS: Where the law requires a 
minimum age for the purchase of certain products, the Customer confirms that 
he or she is over the required age and that delivery of the products will be ac- 
cepted by a person over the applicable age limit. 


13. HAZARDOUS APPLICATIONS PROHIBITED: THE COMPANY’S PRODUCTS 
ARE NOT DESIGNED, RECOMMENDED OR AUTHORIZED FOR ANY OF THE 
FOLLOWING APPLICATIONS: HIGH-RISK APPLICATIONS SUCH AS SAFETY, 
LIFE SUPPORT, SURGICAL IMPLANT, NUCLEAR, OR AIRCRAFT APPLICA- 
TIONS, OR FOR ANY USE OR APPLICATION IN WHICH THE FAILURE OF A 
SINGLE COMPONENT COULD CAUSE SUBSTANTIAL HARM TO PERSONS OR 
CATASTROPHIC PROPERTY LOSS; OR FOR ANY MILITARY OR WEAPONRY 
USE, INCLUDING BUT NOT LIMITED TO CHEMICAL, NUCLEAR, BIOLOGI- 
CAL, AIRCRAFT, MISSILE, AND SIMILAR MILITARY APPLICATIONS. UNLESS 
AN AUTHORIZED OFFICER OF THE MANUFACTURER HAS AUTHORIZED OR 
APPROVED ANY SUCH USE(S) IN WRITING, OR ALTERNATIVELY HAS PRO- 
VIDED CUSTOMER WITH A DOCUMENT SIGNED BY AN AUTHORIZED OFFICER 
WAIVING CUSTOMER’S RESPONSIBILITY FOR ANY SUCH USE, CUSTOMER 
ASSUMES ALL RISK AND LIABILITY FOR USE OF COMPANY’S PRODUCTS 
IN ANY SUCH APPLICATIONS AND AGREES TO DEFEND, INDEMNIFY AND 
HOLD BOTH THE COMPANY AND THE MANUFACTURER OF THE PRODUCTS 
HARMLESS AGAINST ALL LOSSES, LIABILITIES, CLAIMS AND DAMAGES 
THAT MAY BE INCURRED DUE TO USE OF THE COMPANY’S PRODUCTS IN 
ANY OF THESE PROHIBITED APPLICATIONS. 


14. WARRANTY & LIMITATION OF LIABILITY: Products are sold by the Company 
with such warranties as may be extended by the manufacturer of the product(s), 
and there are no warranties for value added services, services bundled with the 
products, or other services provided by the Company. COPIES OF THE MANUFAC- 
TURERS’ WARRANTIES ARE AVAILABLE PRIOR TO THE PURCHASE OF PRODUCTS 
BY CONTACTING THE COMPANY. THE COMPANY MAKES NO OTHER WARRANTIES 
AND ANY AND ALL IMPLIED WARRANTIES OF MERCHANTABILITY, TITLE, ACCU- 
RACY, NON-INFRINGEMENT, AND FITNESS FOR A PARTICULAR PURPOSE ARE 
HEREBY DISCLAIMED. CUSTOMER IS RESPONSIBLE FOR INSTALLATION AND 
USE IN ACCORDANCE WITH MANUFACTURERS’ INSTRUCTIONS AND THE COM- 
PANY SHALL NOT BE RESPONSIBLE FOR CUSTOMER’S IMPROPER SELECTION OF 
A PRODUCT FOR A PARTICULAR APPLICATION OR OTHERWISE. No warranty will 
apply if the products are in any way altered or modified after delivery by the Company. 


WITH RESPECT TO ANY SOFTWARE AND OTHER PRODUCTS MADE AVAILABLE, 
CUSTOMER ACKNOWLEDGES AND AGREE THAT THE COMPANY IS NOT THE 
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MANUFACTURER THEREOF AND THE ONLY WARRANTIES OFFERED ARE THOSE 
OF THE MANUFACTURER, NOT THE COMPANY. THE DISCLAIMER CONTAINED IN 
THIS PARAGRAPH DOES NOT AFFECT THE TERMS OF ANY MANUFACTURER’S 
WARRANTY. In purchasing the software, Customer is relying on the manufac- 
turer’s or licensor’s specifications only and is not relying on any Descriptions 
(as defined below) representing the software that may be provided by Company. 
Support and/or maintenance, if any, for such software shall be provided by the 
manufacturer or licensor, unless the Company expressly agrees to provide such 
support and/or maintenance in the software purchase order. 


Customer further hereby expressly waives any claim that it may have against 
Company based on any product liability or infringement or alleged infringement 
of any patent, copyright, trade secret or other intellectual property rights with 
respect to any such software product. In addition, Customer hereby also waives 
any right to indemnification from Company against any such claim made against 
Customer by a third party. 


Customer acknowledges and agrees that no Company employee is authorized 
to make any representation or warranty on behalf of Company that is not in this 
Agreement. 


THE COMPANY’S LIABILITY ON ANY CLAIM FOR LOSS OR DAMAGE ARISING 
OUT OF THIS AGREEMENT OR FROM THE PERFORMANCE OR BREACH OF THIS 
AGREEMENT OR CONNECTED IN ANY MANNER WITH THE SUPPLYING OF ANY 
PRODUCTS OR SERVICES HEREUNDER, OR THE SALE, RESALE, OPERATION 
OR USE ALLOCABLE TO SUCH PRODUCTS OR PART THEREOF INVOLVED IN 
THE CLAIM, WHETHER BASED ON CONTRACT, WARRANTY, TORT (INCLUDING 
NEGLIGENCE AND FOR PROPERTY DAMAGE AND DEATH) OR OTHER GROUNDS, 
SHALL NOT IN ANY EVENT EXCEED THE PRICE ALLOCABLE TO SUCH PRODUCTS 
OR PART THEREOF INVOLVED IN THE CLAIM, REGARDLESS OF CAUSE OR FAULT. 
IN NO EVENT SHALL THE COMPANY BE RESPONSIBLE TO CUSTOMER OR ANY 
THIRD PARTY FOR ANY CONSEQUENTIAL, INCIDENTAL, SPECIAL OR INDIRECT 
DAMAGES, INCLUDING BUT NOT LIMITED TO LOSS OF PROFITS, REVENUES, 
SALES, DATA, BUSINESS, GOODWILL OR USE, EVEN IF THE COMPANY HAS 
BEEN ADVISED OF THE POSSIBILITY OF SUCH LOSS OR DAMAGE. THE PARTIES 
AGREE THAT WITHOUT THIS LIMITATION OF LIABILITY THE COMPANY WOULD 
NOT HAVE AGREED TO THE PRICE OR TERMS AND CONDITIONS OF THIS AGREE- 
MENT. THE LIMITATION OF LIABILITY SET FORTH HEREIN APPLIES BOTH TO 
PRODUCTS AND SERVICES PURCHASED OR OTHERWISE PROVIDED HEREUN- 
DER. Any cause of action against the Company must be instituted within 1 year 
from the date of purchase or provision of the products or services. 


If the Company provides Customer with advice, training, applications support, or 
other assistance which concern any products supplied hereunder, or any equip- 
ment, system or the like in which the product may be installed, the Company’s 
giving of such advice or assistance will not subject the Company to any liability, 
whether based on contract, warranty, tort (including negligence) or other grounds. 
In order to maintain quality Customer service, the Company may monitor or record 
telephone calls and other communications. 


15. DESCRIPTIONS: All specifications, drawings, illustrations, descriptions and 
particulars of weights, dimensions or capacity and other details including, with- 
out limitation, statements regarding compliance with legislation or regulation 
(together “Descriptions”) wherever they appear (including, without limitation, in 
catalogs, on web sites, on dispatch notes, invoices or packaging) are intended to 
give a general idea of the products, but will not form part of this Agreement. If the 
Descriptions of any products differ from the manufacturers’ description, the latter 
shall be deemed to be correct. The Company relies on such information, if any, as 
may have been provided to it by the manufacturers of the products and accepts no 
liability in contract or tort, or under statute, regulation or otherwise for any error 
in or omission from such Descriptions whether caused by the Company’s negli- 
gence or otherwise. The Company may make changes to the products as part of a 
program of improvement or to comply with legislation. Where the product is 
flagged as RoHS compliant or where the or e is used, this means that, based 
on information provided by our suppliers, the product does not contain the 
substances restricted by the European Community Directive (2002/95/EC) on 
the Restriction of the use of certain Hazardous Substances, commonly known as 
the RoHS Directive, at levels in excess of the anticipated maximum concentration 
values or the existence of the restricted substances in the product at levels in 
excess of those concentrations is allowed as one of the particular applications 
listed in the Annex to the RoHS Directive. RoHS Compliant Available means 
that those products, within a product family, which are marked with a e are ROHS 
Compliant. This information is of a general nature and is not intended to address 
the circumstances of any particular individual or entity. No one should act on such 
information without appropriate professional advice. Please see our website, 
www.newark.com, for updated information and a current listing of ROHS compli- 
ant product. The information contained on our website supersedes the information 
contained in any Company printed catalog or other publication. 


16. INTELLECTUAL PROPERTY RIGHTS: The products offered for sale by the 
Company may be subject to patent, trademark, copyright, design and other 
rights of third parties. The Company shall in no event whatsoever be responsible 
or liable in the event of any claim of infringement of any such rights. 


The Company’s entire catalog(s) and website(s), including without limitation, the 
content of the catalog(s) and website(s) is copyrighted as a collective work under 
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United States laws and applicable international copyright laws and the Company 
owns the full copyright in its catalog(s) and website(s), including without limita- 
tion in the selection, coordination, arrangement and enhancement of the content 
contained therein. Except as stated below, none of the materials in the Company’s 
catalog(s) or on its website(s) may be reproduced, distributed, republished, 
downloaded, copied in any form or by any means, displayed, posted, transmitted, 
modified, translated, added to, updated, compiled, or abridged without the prior 
written permission of the Company. Customer may download, store, print and copy 
selected portions of the content in the Company’s catalog(s) and website(s) 
provided Customer: (a) only uses the content downloaded, stored, or printed for 
furthering Customer’s business with the Company; (b) does not publish or post 
any part of the content from the catalog(s) or website(s) in any other catalog or on 
any other Internet site; (c) does not publish or broadcast any part of the content 
from the catalog(s) or website(s) in or on any other media; and (d) does not modify 
or alter the content from the catalog(s) or website(s) in any way or delete or modify 
any copyright or trademark notice. 


17. FARS/DFARS: The Company agrees only to be subject to the “mandatory 
flow down” provisions found in FAR Section 52.244-6. The Company does not 
agree to be subject to any DFAR. 


18 PERSONAL DATA: The Company’s privacy policy f N. ark.com/ 
ss outlines how and the purposes for which the Conia man 
ages, collects, use and transfers personal data. 


19. FORCE MAJEURE: The Company shall not be liable for loss or damage caused 
by any delay or failure to perform resulting in whole or in part from Acts of God, 
severe weather conditions, labor disruptions, governmental decrees or controls, 
insurrections, war, terrorist attack, risks, shortages, inability to procure or ship 
product or obtain permits and licenses, insolvency or other inability to perform by 
the manufacturer, delay in transportation, any other commercial impracticability 
and/or any circumstances beyond the control of the Company in its business op- 
erations. 


20. GOVERNING LAW: This Agreement and any sales hereunder shall be governed 
by the laws of the State of Illinois without regard to conflicts of law rules and 
venue shall be in the federal and state courts of Cook County, State of Illinois, 
United States of America. The parties expressly exclude the application of the 
1980 United Nations Convention of Contracts for the International Sales of Goods, 
if otherwise applicable. 


21. DISPUTE RESOLUTION: ANY ARBITRATION, ENFORCEMENT OF AN ARBI- 
TRATION OR LITIGATION WILL BE BROUGHT EXCLUSIVELY IN COOK COUNTY, 
ILLINOIS, AND CUSTOMER HEREBY CONSENTS TO THE JURISDICTION OF THE 
FEDERAL AND STATE COURTS LOCATED THEREIN, SUBMIT TO THE JURIS- 
DICTION THEREOF AND WAIVE THE RIGHT TO CHANGE VENUE. CUSTOMER 
FURTHER CONSENTS TO THE EXERCISE OF PERSONAL JURISDICTION BY ANY 
SUCH COURT WITH RESPECT TO ANY SUCH PROCEEDING. The rights and rem- 
edies provided Company under this Agreement are cumulative, are in addition to, 
and do not limit or prejudice any other right or remedy available at law or in equity. 


22. SEVERABILITY: If any provision or provisions of this Agreement shall be 
held to be invalid, illegal or unenforceable, such provision(s) shall be enforced 
to the fullest extent permitted by applicable law, and the validity, legality and 
enforceability of the remaining provisions shall not in any way be affected or 
impaired thereby. 


23. WAIVER: The Company’s failure to insist on performance of any term or con- 
dition contained in this Agreement, or failure to exercise any of the Company’s 
rights hereunder, shall not constitute a waiver of any of the Company’s rights or 
remedies under this Agreement. 


24. NO THIRD PARTY BENEFIT: The provisions set forth in this Agreement are 
for the sole benefit of the parties hereto, and confer no rights, benefits or claims 
upon any person or entity not a party hereto. 


25. MISCELLANEOUS: Unless prohibited by applicable law, the Company shall be 
entitled, without consent of or notice to the Customer, to assign or subcontract any 
of obligations or rights hereunder, including with respect to the sales of products 
or the right to receive payment. Customer may not assign this Agreement, or any 
of Customer’s rights or obligations herein without the prior written consent of 
Company. This Agreement shall be binding on and inure to the benefit of all such 
permitted successors and assigns. The relationship between the parties is that of 
distributor and customer and not that of employer/employee, partnership or joint 
venture. Notice provided under this Agreement shall be in writing and deemed 
received upon the earlier of actual receipt or three (3) days after mailing if mailed 
postage prepaid by regular mail or one (1) day after such notice is sent by personal 
delivery or facsimile transmission. 


UPDATED 09/2016. 


For the most updated Terms & Conditions of Sale, visit newark.com/terms-and-conditions. 


Improved header provides easy access to 
search, shopping cart and account info. 
Redesigned navigation groups products 
into convenient categories. 


New algorithms and search results design 
get you to the right products faster. 


Redesigned product pages feature key 
information like availability and price. 
New "find similar products" helps you 
find the products you need. 
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newark.com | 1 800 463 9725 


Your Trusted Source for Engineering Solutions 
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Industry’s Best Website 
Voted #1 by United Business Media 


Industry’s First Catalog 


88 Years of Publication 
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